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1. AUSTRALIAN NATIONAL TRAFFIC INFORMATION MANAGEMENT SYSTEM

( TIMS)

The data presented in the following pages was extracted from a report from
the Australian National Traffic Information Management System (TIMS).

In early 2006 I was given a rather old copy of an extract of the Australian
National TIMS database. The extract had a series of programs that allowed the
user to review and update the information. Unfortunately these programs no
longer worked with a modern computer system, so I needed to consider some
possible solutions that allowed me to easily access the data:

1. I could fix the programs

2. read the raw data directly when I wanted to access any details or

3. convert the data into a more useable format.

I chose the last as being the best long term option to preserve the data so that
it could be read more easily in the future. So I wrote a series of programs that
converted the original data to series of web pages and indexes.

All the data presented in these pages is as it appears in the original extract
except that it has been reformatting so that it actually made sense to a reader
not familiar with the internal item codes. Dates have been converted to
dd.mm.yyyy format, and special item codes have been expanded into full
alphanumeric text. Not all fields made sense to me, but I have done my best to
extract all the useful stuff. The indexes were generated automatically from an
extensive series of programs that I wrote that parsed the original data
extracting any usefull information.

Items of rollingstock have been grouped into pages via type code (Loco,
Passenger, Railcar and Wagon) followed by the first three characters of the
classification.

The data seems to have been current up to 30th May 1997.
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2.34 Wagon classification starting with ‘AFI’ . . . . . . . . . . . . . . . . . 789

2.35 Wagon classification starting with ‘AFK’ . . . . . . . . . . . . . . . . 790

2.36 Wagon classification starting with ‘AFL’ . . . . . . . . . . . . . . . . 792

2.37 Wagon classification starting with ‘AFO’ . . . . . . . . . . . . . . . . 793

2.38 Wagon classification starting with ‘AFP’ . . . . . . . . . . . . . . . . 803

2.39 Wagon classification starting with ‘AFR’ . . . . . . . . . . . . . . . . 818

2.40 Wagon classification starting with ‘AFS’ . . . . . . . . . . . . . . . . 819

2.41 Wagon classification starting with ‘AFT’ . . . . . . . . . . . . . . . . 824

2.42 Wagon classification starting with ‘AFW’ . . . . . . . . . . . . . . . . 828

2.43 Wagon classification starting with ‘AH’ . . . . . . . . . . . . . . . . . 834

2.44 Wagon classification starting with ‘AHA’ . . . . . . . . . . . . . . . . 835

2.45 Wagon classification starting with ‘AHB’ . . . . . . . . . . . . . . . . 847

2.46 Wagon classification starting with ‘AHC’ . . . . . . . . . . . . . . . . 848

2.47 Wagon classification starting with ‘AHD’ . . . . . . . . . . . . . . . . 882

2.48 Wagon classification starting with ‘AHG’ . . . . . . . . . . . . . . . . 1109

2.49 Wagon classification starting with ‘AHH’ . . . . . . . . . . . . . . . . 1345

2.50 Wagon classification starting with ‘AHJ’ . . . . . . . . . . . . . . . . 1394

2.51 Wagon classification starting with ‘AHL’ . . . . . . . . . . . . . . . . 1444

2.52 Wagon classification starting with ‘AHP’ . . . . . . . . . . . . . . . . 1445
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2.53 Wagon classification starting with ‘AHS’ . . . . . . . . . . . . . . . . 1445

2.54 Wagon classification starting with ‘AHT’ . . . . . . . . . . . . . . . . 1614

2.55 Wagon classification starting with ‘AHU’ . . . . . . . . . . . . . . . . 1721

2.56 Wagon classification starting with ‘AHV’ . . . . . . . . . . . . . . . . 1748

2.57 Wagon classification starting with ‘AHW’ . . . . . . . . . . . . . . . 1751

2.58 Wagon classification starting with ‘AKA’ . . . . . . . . . . . . . . . . 1924

2.59 Wagon classification starting with ‘AKB’ . . . . . . . . . . . . . . . . 1928

2.60 Wagon classification starting with ‘AKC’ . . . . . . . . . . . . . . . . 1954

2.61 Wagon classification starting with ‘AKD’ . . . . . . . . . . . . . . . . 1958

2.62 Wagon classification starting with ‘AKE’ . . . . . . . . . . . . . . . . 1960

2.63 Wagon classification starting with ‘AKF’ . . . . . . . . . . . . . . . . 1962

2.64 Wagon classification starting with ‘AKG’ . . . . . . . . . . . . . . . . 1967

2.65 Wagon classification starting with ‘AKH’ . . . . . . . . . . . . . . . . 1968

2.66 Wagon classification starting with ‘AKJ’ . . . . . . . . . . . . . . . . 2012

2.67 Wagon classification starting with ‘AKK’ . . . . . . . . . . . . . . . . 2021

2.68 Wagon classification starting with ‘AKL’ . . . . . . . . . . . . . . . . 2048

2.69 Wagon classification starting with ‘AKM’ . . . . . . . . . . . . . . . . 2085

2.70 Wagon classification starting with ‘AKN’ . . . . . . . . . . . . . . . . 2085

2.71 Wagon classification starting with ‘AKO’ . . . . . . . . . . . . . . . . 2086

2.72 Wagon classification starting with ‘AKP’ . . . . . . . . . . . . . . . . 2089

2.73 Wagon classification starting with ‘AKR’ . . . . . . . . . . . . . . . . 2089

2.74 Wagon classification starting with ‘AKS’ . . . . . . . . . . . . . . . . 2101

2.75 Wagon classification starting with ‘AKT’ . . . . . . . . . . . . . . . . 2101

2.76 Wagon classification starting with ‘ALB’ . . . . . . . . . . . . . . . . 2104

2.77 Wagon classification starting with ‘ALC’ . . . . . . . . . . . . . . . . 2105

2.78 Wagon classification starting with ‘ALD’ . . . . . . . . . . . . . . . . 2109

2.79 Wagon classification starting with ‘ALE’ . . . . . . . . . . . . . . . . 2113

2.80 Wagon classification starting with ‘ALF’ . . . . . . . . . . . . . . . . 2113

2.81 Wagon classification starting with ‘ALG’ . . . . . . . . . . . . . . . . 2116

2.82 Wagon classification starting with ‘ALH’ . . . . . . . . . . . . . . . . 2178

2.83 Wagon classification starting with ‘ALJ’ . . . . . . . . . . . . . . . . . 2206
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2.84 Wagon classification starting with ‘ALK’ . . . . . . . . . . . . . . . . 2211

2.85 Wagon classification starting with ‘ALX’ . . . . . . . . . . . . . . . . 2216

2.86 Wagon classification starting with ‘AMA’ . . . . . . . . . . . . . . . . 2217

2.87 Wagon classification starting with ‘AMB’ . . . . . . . . . . . . . . . . 2224

2.88 Wagon classification starting with ‘AMC’ . . . . . . . . . . . . . . . . 2262

2.89 Wagon classification starting with ‘AMD’ . . . . . . . . . . . . . . . 2273

2.90 Wagon classification starting with ‘AMG’ . . . . . . . . . . . . . . . . 2274

2.91 Wagon classification starting with ‘AMI’ . . . . . . . . . . . . . . . . 2275

2.92 Wagon classification starting with ‘AMK’ . . . . . . . . . . . . . . . . 2281

2.93 Wagon classification starting with ‘AMM’ . . . . . . . . . . . . . . . 2282

2.94 Wagon classification starting with ‘AMN’ . . . . . . . . . . . . . . . 2283

2.95 Wagon classification starting with ‘AMO’ . . . . . . . . . . . . . . . 2306

2.96 Wagon classification starting with ‘AMP’ . . . . . . . . . . . . . . . . 2308

2.97 Wagon classification starting with ‘AMR’ . . . . . . . . . . . . . . . . 2321

2.98 Wagon classification starting with ‘AMW’ . . . . . . . . . . . . . . . 2362

2.99 Wagon classification starting with ‘AOA’ . . . . . . . . . . . . . . . . 2362

2.100 Wagon classification starting with ‘AOB’ . . . . . . . . . . . . . . . . 2368

2.101 Wagon classification starting with ‘AOC’ . . . . . . . . . . . . . . . . 2375

2.102 Wagon classification starting with ‘AOD’ . . . . . . . . . . . . . . . . 2405

2.103 Wagon classification starting with ‘AOE’ . . . . . . . . . . . . . . . . 2414

2.104 Wagon classification starting with ‘AOG’ . . . . . . . . . . . . . . . . 2419

2.105 Wagon classification starting with ‘AOH’ . . . . . . . . . . . . . . . . 2563

2.106 Wagon classification starting with ‘AOJ’ . . . . . . . . . . . . . . . . 2567

2.107 Wagon classification starting with ‘AOK’ . . . . . . . . . . . . . . . . 2669

2.108 Wagon classification starting with ‘AOL’ . . . . . . . . . . . . . . . . 3073

2.109 Wagon classification starting with ‘AOM’ . . . . . . . . . . . . . . . . 3127

2.110 Wagon classification starting with ‘AOO’ . . . . . . . . . . . . . . . . 3142

2.111 Wagon classification starting with ‘AOP’ . . . . . . . . . . . . . . . . 3200

2.112 Wagon classification starting with ‘AOQ’ . . . . . . . . . . . . . . . . 3225

2.113 Wagon classification starting with ‘AOS’ . . . . . . . . . . . . . . . . 3250

2.114 Wagon classification starting with ‘AOT’ . . . . . . . . . . . . . . . . 3380
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2.115 Wagon classification starting with ‘AOV’ . . . . . . . . . . . . . . . . 3395

2.116 Wagon classification starting with ‘AOW’ . . . . . . . . . . . . . . . . 3395

2.117 Wagon classification starting with ‘AOX’ . . . . . . . . . . . . . . . . 3432

2.118 Wagon classification starting with ‘APA’ . . . . . . . . . . . . . . . . 3445

2.119 Wagon classification starting with ‘APC’ . . . . . . . . . . . . . . . . 3457

2.120 Wagon classification starting with ‘APL’ . . . . . . . . . . . . . . . . 3485

2.121 Wagon classification starting with ‘AQA’ . . . . . . . . . . . . . . . . 3502

2.122 Wagon classification starting with ‘AQB’ . . . . . . . . . . . . . . . . 3509

2.123 Wagon classification starting with ‘AQC’ . . . . . . . . . . . . . . . . 3516

2.124 Wagon classification starting with ‘AQD’ . . . . . . . . . . . . . . . . 3519

2.125 Wagon classification starting with ‘AQE’ . . . . . . . . . . . . . . . . 3522

2.126 Wagon classification starting with ‘AQF’ . . . . . . . . . . . . . . . . 3528

2.127 Wagon classification starting with ‘AQG’ . . . . . . . . . . . . . . . . 3554

2.128 Wagon classification starting with ‘AQH’ . . . . . . . . . . . . . . . . 3559

2.129 Wagon classification starting with ‘AQJ’ . . . . . . . . . . . . . . . . 3570

2.130 Wagon classification starting with ‘AQK’ . . . . . . . . . . . . . . . . 3571

2.131 Wagon classification starting with ‘AQL’ . . . . . . . . . . . . . . . . 3650

2.132 Wagon classification starting with ‘AQM’ . . . . . . . . . . . . . . . . 3681

2.133 Wagon classification starting with ‘AQN’ . . . . . . . . . . . . . . . . 3727

2.134 Wagon classification starting with ‘AQO’ . . . . . . . . . . . . . . . . 3729

2.135 Wagon classification starting with ‘AQP’ . . . . . . . . . . . . . . . . 3739

2.136 Wagon classification starting with ‘AQQ’ . . . . . . . . . . . . . . . . 3739

2.137 Wagon classification starting with ‘AQR’ . . . . . . . . . . . . . . . . 4064

2.138 Wagon classification starting with ‘AQS’ . . . . . . . . . . . . . . . . 4085

2.139 Wagon classification starting with ‘AQT’ . . . . . . . . . . . . . . . . 4127

2.140 Wagon classification starting with ‘AQU’ . . . . . . . . . . . . . . . . 4130

2.141 Wagon classification starting with ‘AQW’ . . . . . . . . . . . . . . . . 4133

2.142 Wagon classification starting with ‘AQX’ . . . . . . . . . . . . . . . . 4134

2.143 Wagon classification starting with ‘AQY’ . . . . . . . . . . . . . . . . 4135

2.144 Wagon classification starting with ‘AQZ’ . . . . . . . . . . . . . . . . 4135

2.145 Wagon classification starting with ‘AR’ . . . . . . . . . . . . . . . . . 4143
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2.146 Wagon classification starting with ‘ARB’ . . . . . . . . . . . . . . . . 4143

2.147 Wagon classification starting with ‘ARP’ . . . . . . . . . . . . . . . . 4144

2.148 Wagon classification starting with ‘ASA’ . . . . . . . . . . . . . . . . 4144

2.149 Wagon classification starting with ‘ASC’ . . . . . . . . . . . . . . . . 4144

2.150 Wagon classification starting with ‘ASD’ . . . . . . . . . . . . . . . . 4156

2.151 Wagon classification starting with ‘AST’ . . . . . . . . . . . . . . . . 4166

2.152 Wagon classification starting with ‘AT’ . . . . . . . . . . . . . . . . . 4169

2.153 Wagon classification starting with ‘ATA’ . . . . . . . . . . . . . . . . 4169

2.154 Wagon classification starting with ‘ATB’ . . . . . . . . . . . . . . . . 4188

2.155 Wagon classification starting with ‘ATC’ . . . . . . . . . . . . . . . . 4213

2.156 Wagon classification starting with ‘ATD’ . . . . . . . . . . . . . . . . 4227

2.157 Wagon classification starting with ‘ATE’ . . . . . . . . . . . . . . . . 4252

2.158 Wagon classification starting with ‘ATF’ . . . . . . . . . . . . . . . . 4259

2.159 Wagon classification starting with ‘ATG’ . . . . . . . . . . . . . . . . 4262

2.160 Wagon classification starting with ‘ATH’ . . . . . . . . . . . . . . . . 4274

2.161 Wagon classification starting with ‘ATJ’ . . . . . . . . . . . . . . . . . 4275

2.162 Wagon classification starting with ‘ATK’ . . . . . . . . . . . . . . . . 4281

2.163 Wagon classification starting with ‘ATL’ . . . . . . . . . . . . . . . . 4281

2.164 Wagon classification starting with ‘ATM’ . . . . . . . . . . . . . . . . 4288

2.165 Wagon classification starting with ‘ATO’ . . . . . . . . . . . . . . . . 4453

2.166 Wagon classification starting with ‘ATQ’ . . . . . . . . . . . . . . . . 4475

2.167 Wagon classification starting with ‘ATR’ . . . . . . . . . . . . . . . . 4475

2.168 Wagon classification starting with ‘ATS’ . . . . . . . . . . . . . . . . 4477

2.169 Wagon classification starting with ‘ATW’ . . . . . . . . . . . . . . . . 4522

2.170 Wagon classification starting with ‘ATZ’ . . . . . . . . . . . . . . . . 4586

2.171 Wagon classification starting with ‘AV’ . . . . . . . . . . . . . . . . . 4590

2.172 Wagon classification starting with ‘AVA’ . . . . . . . . . . . . . . . . 4591

2.173 Wagon classification starting with ‘AVB’ . . . . . . . . . . . . . . . . 4602

2.174 Wagon classification starting with ‘AVC’ . . . . . . . . . . . . . . . . 4604

2.175 Wagon classification starting with ‘AVD’ . . . . . . . . . . . . . . . . 4609

2.176 Wagon classification starting with ‘AVE’ . . . . . . . . . . . . . . . . 4675
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2.177 Wagon classification starting with ‘AVF’ . . . . . . . . . . . . . . . . 4692

2.178 Wagon classification starting with ‘AVH’ . . . . . . . . . . . . . . . . 4693

2.179 Wagon classification starting with ‘AVJ’ . . . . . . . . . . . . . . . . . 4702

2.180 Wagon classification starting with ‘AVL’ . . . . . . . . . . . . . . . . 4702

2.181 Wagon classification starting with ‘AWC’ . . . . . . . . . . . . . . . . 4704

2.182 Wagon classification starting with ‘AWW’ . . . . . . . . . . . . . . . 4705

2.183 Wagon classification starting with ‘AZB’ . . . . . . . . . . . . . . . . 4706

2.184 Wagon classification starting with ‘AZC’ . . . . . . . . . . . . . . . . 4712

2.185 Wagon classification starting with ‘AZD’ . . . . . . . . . . . . . . . . 4818

2.186 Wagon classification starting with ‘AZF’ . . . . . . . . . . . . . . . . 4820

2.187 Wagon classification starting with ‘AZG’ . . . . . . . . . . . . . . . . 4876

2.188 Wagon classification starting with ‘AZK’ . . . . . . . . . . . . . . . . 4900

2.189 Wagon classification starting with ‘AZL’ . . . . . . . . . . . . . . . . 4900

2.190 Wagon classification starting with ‘AZM’ . . . . . . . . . . . . . . . . 4916

2.191 Wagon classification starting with ‘AZO’ . . . . . . . . . . . . . . . . 4921

2.192 Wagon classification starting with ‘AZP’ . . . . . . . . . . . . . . . . 4957

2.193 Wagon classification starting with ‘AZQ’ . . . . . . . . . . . . . . . . 4958

2.194 Wagon classification starting with ‘AZR’ . . . . . . . . . . . . . . . . 4963

2.195 Wagon classification starting with ‘AZS’ . . . . . . . . . . . . . . . . 5005

2.196 Wagon classification starting with ‘AZT’ . . . . . . . . . . . . . . . . 5051

2.197 Wagon classification starting with ‘AZU’ . . . . . . . . . . . . . . . . 5055

2.198 Wagon classification starting with ‘AZV’ . . . . . . . . . . . . . . . . 5055

2.199 Wagon classification starting with ‘AZW’ . . . . . . . . . . . . . . . . 5077

2.200 Wagon classification starting with ‘AZX’ . . . . . . . . . . . . . . . . 5080

2.201 Wagon classification starting with ‘AZY’ . . . . . . . . . . . . . . . . 5086

2.202 Wagon classification starting with ‘AZZ’ . . . . . . . . . . . . . . . . 5089

2.203 Wagon classification starting with ‘B’ . . . . . . . . . . . . . . . . . . 5102

2.204 Wagon classification starting with ‘BB’ . . . . . . . . . . . . . . . . . 5105

2.205 Wagon classification starting with ‘BBB’ . . . . . . . . . . . . . . . . 5106

2.206 Wagon classification starting with ‘BDY’ . . . . . . . . . . . . . . . . 5106

2.207 Wagon classification starting with ‘BEX’ . . . . . . . . . . . . . . . . 5106
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2.208 Wagon classification starting with ‘BKX’ . . . . . . . . . . . . . . . . 5106

2.209 Wagon classification starting with ‘BNX’ . . . . . . . . . . . . . . . . 5107

2.210 Wagon classification starting with ‘BP’ . . . . . . . . . . . . . . . . . 5108

2.211 Wagon classification starting with ‘BPA’ . . . . . . . . . . . . . . . . 5109

2.212 Wagon classification starting with ‘BPT’ . . . . . . . . . . . . . . . . 5109

2.213 Wagon classification starting with ‘BRD’ . . . . . . . . . . . . . . . . 5111

2.214 Wagon classification starting with ‘BRE’ . . . . . . . . . . . . . . . . 5112

2.215 Wagon classification starting with ‘BT’ . . . . . . . . . . . . . . . . . 5112

2.216 Wagon classification starting with ‘BTC’ . . . . . . . . . . . . . . . . 5114

2.217 Wagon classification starting with ‘BVA’ . . . . . . . . . . . . . . . . 5114

2.218 Wagon classification starting with ‘CC’ . . . . . . . . . . . . . . . . . 5119

2.219 Wagon classification starting with ‘CCC’ . . . . . . . . . . . . . . . . 5119

2.220 Wagon classification starting with ‘CD’ . . . . . . . . . . . . . . . . . 5119

2.221 Wagon classification starting with ‘CE’ . . . . . . . . . . . . . . . . . 5121

2.222 Wagon classification starting with ‘CGN’ . . . . . . . . . . . . . . . . 5132

2.223 Wagon classification starting with ‘CGP’ . . . . . . . . . . . . . . . . 5133

2.224 Wagon classification starting with ‘CLX’ . . . . . . . . . . . . . . . . 5134

2.225 Wagon classification starting with ‘CO’ . . . . . . . . . . . . . . . . . 5134

2.226 Wagon classification starting with ‘CP’ . . . . . . . . . . . . . . . . . 5135

2.227 Wagon classification starting with ‘CS’ . . . . . . . . . . . . . . . . . 5137

2.228 Wagon classification starting with ‘CTT’ . . . . . . . . . . . . . . . . 5137

2.229 Wagon classification starting with ‘D’ . . . . . . . . . . . . . . . . . 5138

2.230 Wagon classification starting with ‘DB’ . . . . . . . . . . . . . . . . . 5138

2.231 Wagon classification starting with ‘DC’ . . . . . . . . . . . . . . . . . 5139

2.232 Wagon classification starting with ‘DFS’ . . . . . . . . . . . . . . . . 5140

2.233 Wagon classification starting with ‘DMC’ . . . . . . . . . . . . . . . 5141

2.234 Wagon classification starting with ‘DOT’ . . . . . . . . . . . . . . . . 5141

2.235 Wagon classification starting with ‘DP’ . . . . . . . . . . . . . . . . . 5169

2.236 Wagon classification starting with ‘DS’ . . . . . . . . . . . . . . . . . 5170

2.237 Wagon classification starting with ‘DT’ . . . . . . . . . . . . . . . . . 5174

2.238 Wagon classification starting with ‘DVI’ . . . . . . . . . . . . . . . . 5175
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2.239 Wagon classification starting with ‘DW’ . . . . . . . . . . . . . . . . 5192

2.240 Wagon classification starting with ‘DWF’ . . . . . . . . . . . . . . . 5192

2.241 Wagon classification starting with ‘DYN’ . . . . . . . . . . . . . . . . 5196

2.242 Wagon classification starting with ‘DZ’ . . . . . . . . . . . . . . . . . 5197

2.243 Wagon classification starting with ‘E’ . . . . . . . . . . . . . . . . . . 5197

2.244 Wagon classification starting with ‘EA’ . . . . . . . . . . . . . . . . . 5197

2.245 Wagon classification starting with ‘EC’ . . . . . . . . . . . . . . . . . 5198

2.246 Wagon classification starting with ‘ECA’ . . . . . . . . . . . . . . . . 5198

2.247 Wagon classification starting with ‘ECC’ . . . . . . . . . . . . . . . . 5208

2.248 Wagon classification starting with ‘ED’ . . . . . . . . . . . . . . . . . 5209

2.249 Wagon classification starting with ‘EE’ . . . . . . . . . . . . . . . . . 5210

2.250 Wagon classification starting with ‘EF’ . . . . . . . . . . . . . . . . . 5210

2.251 Wagon classification starting with ‘EG’ . . . . . . . . . . . . . . . . . 5214

2.252 Wagon classification starting with ‘EH’ . . . . . . . . . . . . . . . . . 5214

2.253 Wagon classification starting with ‘EHG’ . . . . . . . . . . . . . . . . 5215

2.254 Wagon classification starting with ‘EI’ . . . . . . . . . . . . . . . . . 5215

2.255 Wagon classification starting with ‘EJ’ . . . . . . . . . . . . . . . . . 5216

2.256 Wagon classification starting with ‘EMX’ . . . . . . . . . . . . . . . . 5216

2.257 Wagon classification starting with ‘ENA’ . . . . . . . . . . . . . . . . 5216

2.258 Wagon classification starting with ‘ENB’ . . . . . . . . . . . . . . . . 5218

2.259 Wagon classification starting with ‘ENC’ . . . . . . . . . . . . . . . . 5227

2.260 Wagon classification starting with ‘ENF’ . . . . . . . . . . . . . . . . 5228

2.261 Wagon classification starting with ‘ENH’ . . . . . . . . . . . . . . . . 5241

2.262 Wagon classification starting with ‘ENL’ . . . . . . . . . . . . . . . . 5657

2.263 Wagon classification starting with ‘ENO’ . . . . . . . . . . . . . . . . 5660

2.264 Wagon classification starting with ‘ENP’ . . . . . . . . . . . . . . . . 5720

2.265 Wagon classification starting with ‘ENT’ . . . . . . . . . . . . . . . . 5721

2.266 Wagon classification starting with ‘ENV’ . . . . . . . . . . . . . . . . 5721

2.267 Wagon classification starting with ‘ER’ . . . . . . . . . . . . . . . . . 5723

2.268 Wagon classification starting with ‘ESV’ . . . . . . . . . . . . . . . . 5738

2.269 Wagon classification starting with ‘ET’ . . . . . . . . . . . . . . . . . 5753
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2.270 Wagon classification starting with ‘EZO’ . . . . . . . . . . . . . . . . 5753

2.271 Wagon classification starting with ‘EZW’ . . . . . . . . . . . . . . . . 5754

2.272 Wagon classification starting with ‘EZZ’ . . . . . . . . . . . . . . . . 5755

2.273 Wagon classification starting with ‘FB’ . . . . . . . . . . . . . . . . . 5756

2.274 Wagon classification starting with ‘FBA’ . . . . . . . . . . . . . . . . 5758

2.275 Wagon classification starting with ‘FBN’ . . . . . . . . . . . . . . . . 5758

2.276 Wagon classification starting with ‘FC’ . . . . . . . . . . . . . . . . . 5759

2.277 Wagon classification starting with ‘FCS’ . . . . . . . . . . . . . . . . 5761

2.278 Wagon classification starting with ‘FD’ . . . . . . . . . . . . . . . . . 5762

2.279 Wagon classification starting with ‘FDB’ . . . . . . . . . . . . . . . . 5953

2.280 Wagon classification starting with ‘FE’ . . . . . . . . . . . . . . . . . 5953

2.281 Wagon classification starting with ‘FF’ . . . . . . . . . . . . . . . . . 6177

2.282 Wagon classification starting with ‘FFC’ . . . . . . . . . . . . . . . . 6207

2.283 Wagon classification starting with ‘FFL’ . . . . . . . . . . . . . . . . 6209

2.284 Wagon classification starting with ‘FJ’ . . . . . . . . . . . . . . . . . 6210

2.285 Wagon classification starting with ‘FNT’ . . . . . . . . . . . . . . . . 6212

2.286 Wagon classification starting with ‘FP’ . . . . . . . . . . . . . . . . . 6213

2.287 Wagon classification starting with ‘FQ’ . . . . . . . . . . . . . . . . . 6275

2.288 Wagon classification starting with ‘FR’ . . . . . . . . . . . . . . . . . 6285

2.289 Wagon classification starting with ‘FRT’ . . . . . . . . . . . . . . . . 6289

2.290 Wagon classification starting with ‘FS’ . . . . . . . . . . . . . . . . . 6302

2.291 Wagon classification starting with ‘FSB’ . . . . . . . . . . . . . . . . 6302

2.292 Wagon classification starting with ‘FV’ . . . . . . . . . . . . . . . . . 6302

2.293 Wagon classification starting with ‘FW’ . . . . . . . . . . . . . . . . 6305

2.294 Wagon classification starting with ‘G’ . . . . . . . . . . . . . . . . . . 6343

2.295 Wagon classification starting with ‘GA’ . . . . . . . . . . . . . . . . . 6344

2.296 Wagon classification starting with ‘GB’ . . . . . . . . . . . . . . . . . 6344

2.297 Wagon classification starting with ‘GBA’ . . . . . . . . . . . . . . . . 6344

2.298 Wagon classification starting with ‘GCF’ . . . . . . . . . . . . . . . . 6345

2.299 Wagon classification starting with ‘GE’ . . . . . . . . . . . . . . . . . 6345

2.300 Wagon classification starting with ‘GH’ . . . . . . . . . . . . . . . . 6351
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2.301 Wagon classification starting with ‘GHA’ . . . . . . . . . . . . . . . . 6352

2.302 Wagon classification starting with ‘GL’ . . . . . . . . . . . . . . . . . 6363

2.303 Wagon classification starting with ‘GLX’ . . . . . . . . . . . . . . . . 6381

2.304 Wagon classification starting with ‘GN’ . . . . . . . . . . . . . . . . 6382

2.305 Wagon classification starting with ‘GNS’ . . . . . . . . . . . . . . . . 6383

2.306 Wagon classification starting with ‘GPA’ . . . . . . . . . . . . . . . . 6383

2.307 Wagon classification starting with ‘GV’ . . . . . . . . . . . . . . . . . 6386

2.308 Wagon classification starting with ‘GVI’ . . . . . . . . . . . . . . . . 6390

2.309 Wagon classification starting with ‘GY’ . . . . . . . . . . . . . . . . . 6391

2.310 Wagon classification starting with ‘HA’ . . . . . . . . . . . . . . . . . 6411

2.311 Wagon classification starting with ‘HAN’ . . . . . . . . . . . . . . . . 6468

2.312 Wagon classification starting with ‘HBN’ . . . . . . . . . . . . . . . 6566

2.313 Wagon classification starting with ‘HC’ . . . . . . . . . . . . . . . . 6577

2.314 Wagon classification starting with ‘HCN’ . . . . . . . . . . . . . . . 6578

2.315 Wagon classification starting with ‘HD’ . . . . . . . . . . . . . . . . 6641

2.316 Wagon classification starting with ‘HE’ . . . . . . . . . . . . . . . . . 6738

2.317 Wagon classification starting with ‘HF’ . . . . . . . . . . . . . . . . . 6769

2.318 Wagon classification starting with ‘HFN’ . . . . . . . . . . . . . . . . 6937

2.319 Wagon classification starting with ‘HG’ . . . . . . . . . . . . . . . . 6938

2.320 Wagon classification starting with ‘HGM’ . . . . . . . . . . . . . . . 6939

2.321 Wagon classification starting with ‘HH’ . . . . . . . . . . . . . . . . 6952

2.322 Wagon classification starting with ‘HM’ . . . . . . . . . . . . . . . . 6962

2.323 Wagon classification starting with ‘HMX’ . . . . . . . . . . . . . . . 6974

2.324 Wagon classification starting with ‘HN’ . . . . . . . . . . . . . . . . 6974

2.325 Wagon classification starting with ‘HQ’ . . . . . . . . . . . . . . . . 6990

2.326 Wagon classification starting with ‘HRG’ . . . . . . . . . . . . . . . . 7003

2.327 Wagon classification starting with ‘HT’ . . . . . . . . . . . . . . . . . 7010

2.328 Wagon classification starting with ‘HW’ . . . . . . . . . . . . . . . . 7011

2.329 Wagon classification starting with ‘JHT’ . . . . . . . . . . . . . . . . 7011

2.330 Wagon classification starting with ‘JME’ . . . . . . . . . . . . . . . . 7012

2.331 Wagon classification starting with ‘KFD’ . . . . . . . . . . . . . . . . 7012
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2.332 Wagon classification starting with ‘KKC’ . . . . . . . . . . . . . . . . 7015

2.333 Wagon classification starting with ‘KMQ’ . . . . . . . . . . . . . . . 7015

2.334 Wagon classification starting with ‘L’ . . . . . . . . . . . . . . . . . . 7022

2.335 Wagon classification starting with ‘LA’ . . . . . . . . . . . . . . . . . 7023

2.336 Wagon classification starting with ‘LC’ . . . . . . . . . . . . . . . . . 7024

2.337 Wagon classification starting with ‘LF’ . . . . . . . . . . . . . . . . . 7024

2.338 Wagon classification starting with ‘LIV’ . . . . . . . . . . . . . . . . 7024

2.339 Wagon classification starting with ‘LLV’ . . . . . . . . . . . . . . . . 7025

2.340 Wagon classification starting with ‘LNS’ . . . . . . . . . . . . . . . . 7025

2.341 Wagon classification starting with ‘LP’ . . . . . . . . . . . . . . . . . 7038

2.342 Wagon classification starting with ‘M’ . . . . . . . . . . . . . . . . . 7041

2.343 Wagon classification starting with ‘MBY’ . . . . . . . . . . . . . . . . 7050

2.344 Wagon classification starting with ‘MG’ . . . . . . . . . . . . . . . . 7052

2.345 Wagon classification starting with ‘MHN’ . . . . . . . . . . . . . . . 7053

2.346 Wagon classification starting with ‘MHO’ . . . . . . . . . . . . . . . 7054

2.347 Wagon classification starting with ‘MHS’ . . . . . . . . . . . . . . . 7055

2.348 Wagon classification starting with ‘MIC’ . . . . . . . . . . . . . . . . 7056

2.349 Wagon classification starting with ‘MKA’ . . . . . . . . . . . . . . . . 7056

2.350 Wagon classification starting with ‘MLE’ . . . . . . . . . . . . . . . . 7057

2.351 Wagon classification starting with ‘MOR’ . . . . . . . . . . . . . . . 7057

2.352 Wagon classification starting with ‘MRP’ . . . . . . . . . . . . . . . . 7058

2.353 Wagon classification starting with ‘MTA’ . . . . . . . . . . . . . . . . 7058

2.354 Wagon classification starting with ‘MW’ . . . . . . . . . . . . . . . . 7060

2.355 Wagon classification starting with ‘NAK’ . . . . . . . . . . . . . . . . 7061

2.356 Wagon classification starting with ‘NBA’ . . . . . . . . . . . . . . . . 7061

2.357 Wagon classification starting with ‘NBH’ . . . . . . . . . . . . . . . 7063

2.358 Wagon classification starting with ‘NBJ’ . . . . . . . . . . . . . . . . 7063

2.359 Wagon classification starting with ‘NBM’ . . . . . . . . . . . . . . . 7064

2.360 Wagon classification starting with ‘NBN’ . . . . . . . . . . . . . . . . 7065

2.361 Wagon classification starting with ‘NBT’ . . . . . . . . . . . . . . . . 7069

2.362 Wagon classification starting with ‘NCA’ . . . . . . . . . . . . . . . . 7071
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2.363 Wagon classification starting with ‘NCB’ . . . . . . . . . . . . . . . . 7071

2.364 Wagon classification starting with ‘NCC’ . . . . . . . . . . . . . . . . 7084

2.365 Wagon classification starting with ‘NCD’ . . . . . . . . . . . . . . . 7087

2.366 Wagon classification starting with ‘NCE’ . . . . . . . . . . . . . . . . 7089

2.367 Wagon classification starting with ‘NCF’ . . . . . . . . . . . . . . . . 7094

2.368 Wagon classification starting with ‘NCG’ . . . . . . . . . . . . . . . . 7099

2.369 Wagon classification starting with ‘NCH’ . . . . . . . . . . . . . . . 7100

2.370 Wagon classification starting with ‘NCL’ . . . . . . . . . . . . . . . . 7103

2.371 Wagon classification starting with ‘NCM’ . . . . . . . . . . . . . . . 7111

2.372 Wagon classification starting with ‘NCN’ . . . . . . . . . . . . . . . 7121

2.373 Wagon classification starting with ‘NCO’ . . . . . . . . . . . . . . . 7133

2.374 Wagon classification starting with ‘NCP’ . . . . . . . . . . . . . . . . 7135

2.375 Wagon classification starting with ‘NCQ’ . . . . . . . . . . . . . . . 7137

2.376 Wagon classification starting with ‘NCR’ . . . . . . . . . . . . . . . . 7145

2.377 Wagon classification starting with ‘NCT’ . . . . . . . . . . . . . . . . 7147

2.378 Wagon classification starting with ‘NCU’ . . . . . . . . . . . . . . . 7157

2.379 Wagon classification starting with ‘NCW’ . . . . . . . . . . . . . . . 7172

2.380 Wagon classification starting with ‘NCX’ . . . . . . . . . . . . . . . . 7180

2.381 Wagon classification starting with ‘NDA’ . . . . . . . . . . . . . . . . 7180

2.382 Wagon classification starting with ‘NDC’ . . . . . . . . . . . . . . . 7189

2.383 Wagon classification starting with ‘NDE’ . . . . . . . . . . . . . . . . 7253

2.384 Wagon classification starting with ‘NDG’ . . . . . . . . . . . . . . . 7302

2.385 Wagon classification starting with ‘NDI’ . . . . . . . . . . . . . . . . 7324

2.386 Wagon classification starting with ‘NDJ’ . . . . . . . . . . . . . . . . 7324

2.387 Wagon classification starting with ‘NDM’ . . . . . . . . . . . . . . . 7325

2.388 Wagon classification starting with ‘NDP’ . . . . . . . . . . . . . . . . 7327

2.389 Wagon classification starting with ‘NDQ’ . . . . . . . . . . . . . . . 7329

2.390 Wagon classification starting with ‘NDR’ . . . . . . . . . . . . . . . . 7329

2.391 Wagon classification starting with ‘NDW’ . . . . . . . . . . . . . . . 7341

2.392 Wagon classification starting with ‘NDX’ . . . . . . . . . . . . . . . . 7363

2.393 Wagon classification starting with ‘NES’ . . . . . . . . . . . . . . . . 7385
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2.394 Wagon classification starting with ‘NFB’ . . . . . . . . . . . . . . . . 7386

2.395 Wagon classification starting with ‘NFD’ . . . . . . . . . . . . . . . . 7395

2.396 Wagon classification starting with ‘NFF’ . . . . . . . . . . . . . . . . 7396

2.397 Wagon classification starting with ‘NFG’ . . . . . . . . . . . . . . . . 7402

2.398 Wagon classification starting with ‘NFH’ . . . . . . . . . . . . . . . . 7403

2.399 Wagon classification starting with ‘NFL’ . . . . . . . . . . . . . . . . 7413

2.400 Wagon classification starting with ‘NFM’ . . . . . . . . . . . . . . . 7432

2.401 Wagon classification starting with ‘NFN’ . . . . . . . . . . . . . . . . 7433

2.402 Wagon classification starting with ‘NFP’ . . . . . . . . . . . . . . . . 7434

2.403 Wagon classification starting with ‘NFS’ . . . . . . . . . . . . . . . . 7436

2.404 Wagon classification starting with ‘NFU’ . . . . . . . . . . . . . . . . 7438

2.405 Wagon classification starting with ‘NGA’ . . . . . . . . . . . . . . . . 7456

2.406 Wagon classification starting with ‘NGB’ . . . . . . . . . . . . . . . . 7536

2.407 Wagon classification starting with ‘NGC’ . . . . . . . . . . . . . . . . 7539

2.408 Wagon classification starting with ‘NGD’ . . . . . . . . . . . . . . . 7557

2.409 Wagon classification starting with ‘NGF’ . . . . . . . . . . . . . . . . 7650

2.410 Wagon classification starting with ‘NGG’ . . . . . . . . . . . . . . . 7655

2.411 Wagon classification starting with ‘NGH’ . . . . . . . . . . . . . . . 7696

2.412 Wagon classification starting with ‘NGI’ . . . . . . . . . . . . . . . . 7750

2.413 Wagon classification starting with ‘NGJ’ . . . . . . . . . . . . . . . . 7789

2.414 Wagon classification starting with ‘NGK’ . . . . . . . . . . . . . . . . 7791

2.415 Wagon classification starting with ‘NGL’ . . . . . . . . . . . . . . . . 7818

2.416 Wagon classification starting with ‘NGM’ . . . . . . . . . . . . . . . 7819

2.417 Wagon classification starting with ‘NGN’ . . . . . . . . . . . . . . . 8033

2.418 Wagon classification starting with ‘NGP’ . . . . . . . . . . . . . . . . 8033

2.419 Wagon classification starting with ‘NGR’ . . . . . . . . . . . . . . . . 8211

2.420 Wagon classification starting with ‘NGS’ . . . . . . . . . . . . . . . . 8216

2.421 Wagon classification starting with ‘NGT’ . . . . . . . . . . . . . . . . 8229

2.422 Wagon classification starting with ‘NHA’ . . . . . . . . . . . . . . . . 8301

2.423 Wagon classification starting with ‘NHB’ . . . . . . . . . . . . . . . 8327

2.424 Wagon classification starting with ‘NHC’ . . . . . . . . . . . . . . . 8348
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2.425 Wagon classification starting with ‘NHD’ . . . . . . . . . . . . . . . 8411

2.426 Wagon classification starting with ‘NHE’ . . . . . . . . . . . . . . . . 8422

2.427 Wagon classification starting with ‘NHF’ . . . . . . . . . . . . . . . . 8453

2.428 Wagon classification starting with ‘NHG’ . . . . . . . . . . . . . . . 8687

2.429 Wagon classification starting with ‘NHH’ . . . . . . . . . . . . . . . 8726

2.430 Wagon classification starting with ‘NHJ’ . . . . . . . . . . . . . . . . 8761

2.431 Wagon classification starting with ‘NHK’ . . . . . . . . . . . . . . . 8803

2.432 Wagon classification starting with ‘NHL’ . . . . . . . . . . . . . . . . 8876

2.433 Wagon classification starting with ‘NHM’ . . . . . . . . . . . . . . . 8879

2.434 Wagon classification starting with ‘NHN’ . . . . . . . . . . . . . . . 8880

2.435 Wagon classification starting with ‘NHR’ . . . . . . . . . . . . . . . . 8890

2.436 Wagon classification starting with ‘NHS’ . . . . . . . . . . . . . . . . 8932

2.437 Wagon classification starting with ‘NHT’ . . . . . . . . . . . . . . . 8958

2.438 Wagon classification starting with ‘NHV’ . . . . . . . . . . . . . . . 9069

2.439 Wagon classification starting with ‘NHW’ . . . . . . . . . . . . . . . 9152

2.440 Wagon classification starting with ‘NHZ’ . . . . . . . . . . . . . . . . 9261

2.441 Wagon classification starting with ‘NIA’ . . . . . . . . . . . . . . . . 9291

2.442 Wagon classification starting with ‘NKC’ . . . . . . . . . . . . . . . . 9291

2.443 Wagon classification starting with ‘NKD’ . . . . . . . . . . . . . . . . 9292

2.444 Wagon classification starting with ‘NKE’ . . . . . . . . . . . . . . . . 9311

2.445 Wagon classification starting with ‘NKH’ . . . . . . . . . . . . . . . 9315

2.446 Wagon classification starting with ‘NKI’ . . . . . . . . . . . . . . . . 9321

2.447 Wagon classification starting with ‘NKJ’ . . . . . . . . . . . . . . . . 9323

2.448 Wagon classification starting with ‘NKP’ . . . . . . . . . . . . . . . . 9343

2.449 Wagon classification starting with ‘NKQ’ . . . . . . . . . . . . . . . . 9345

2.450 Wagon classification starting with ‘NKS’ . . . . . . . . . . . . . . . . 9354

2.451 Wagon classification starting with ‘NL’ . . . . . . . . . . . . . . . . . 9355

2.452 Wagon classification starting with ‘NLB’ . . . . . . . . . . . . . . . . 9356

2.453 Wagon classification starting with ‘NLC’ . . . . . . . . . . . . . . . . 9362

2.454 Wagon classification starting with ‘NLD’ . . . . . . . . . . . . . . . . 9365

2.455 Wagon classification starting with ‘NLG’ . . . . . . . . . . . . . . . . 9372
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2.456 Wagon classification starting with ‘NLH’ . . . . . . . . . . . . . . . . 9383

2.457 Wagon classification starting with ‘NLJ’ . . . . . . . . . . . . . . . . 9391

2.458 Wagon classification starting with ‘NLK’ . . . . . . . . . . . . . . . . 9412

2.459 Wagon classification starting with ‘NLL’ . . . . . . . . . . . . . . . . 9450

2.460 Wagon classification starting with ‘NLM’ . . . . . . . . . . . . . . . 9473

2.461 Wagon classification starting with ‘NLN’ . . . . . . . . . . . . . . . . 9474

2.462 Wagon classification starting with ‘NLP’ . . . . . . . . . . . . . . . . 9475

2.463 Wagon classification starting with ‘NLT’ . . . . . . . . . . . . . . . . 9477

2.464 Wagon classification starting with ‘NLU’ . . . . . . . . . . . . . . . . 9488

2.465 Wagon classification starting with ‘NLW’ . . . . . . . . . . . . . . . 9497

2.466 Wagon classification starting with ‘NMF’ . . . . . . . . . . . . . . . 9505

2.467 Wagon classification starting with ‘NMK’ . . . . . . . . . . . . . . . 9506

2.468 Wagon classification starting with ‘NMN’ . . . . . . . . . . . . . . . 9520

2.469 Wagon classification starting with ‘NOA’ . . . . . . . . . . . . . . . . 9541

2.470 Wagon classification starting with ‘NOB’ . . . . . . . . . . . . . . . . 9548

2.471 Wagon classification starting with ‘NOC’ . . . . . . . . . . . . . . . 9645

2.472 Wagon classification starting with ‘NOD’ . . . . . . . . . . . . . . . 9705

2.473 Wagon classification starting with ‘NOE’ . . . . . . . . . . . . . . . . 9814

2.474 Wagon classification starting with ‘NOF’ . . . . . . . . . . . . . . . . 9828

2.475 Wagon classification starting with ‘NOG’ . . . . . . . . . . . . . . . 9845

2.476 Wagon classification starting with ‘NOH’ . . . . . . . . . . . . . . . 9870

2.477 Wagon classification starting with ‘NOJ’ . . . . . . . . . . . . . . . . 9926

2.478 Wagon classification starting with ‘NOS’ . . . . . . . . . . . . . . . . 9934

2.479 Wagon classification starting with ‘NPA’ . . . . . . . . . . . . . . . . 9936

2.480 Wagon classification starting with ‘NPB’ . . . . . . . . . . . . . . . . 9937

2.481 Wagon classification starting with ‘NPC’ . . . . . . . . . . . . . . . . 9950

2.482 Wagon classification starting with ‘NPD’ . . . . . . . . . . . . . . . . 9954

2.483 Wagon classification starting with ‘NPE’ . . . . . . . . . . . . . . . . 9956

2.484 Wagon classification starting with ‘NPF’ . . . . . . . . . . . . . . . . 9967

2.485 Wagon classification starting with ‘NPG’ . . . . . . . . . . . . . . . . 9988

2.486 Wagon classification starting with ‘NPH’ . . . . . . . . . . . . . . . . 9993
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2.487 Wagon classification starting with ‘NPK’ . . . . . . . . . . . . . . . . 10004

2.488 Wagon classification starting with ‘NPL’ . . . . . . . . . . . . . . . . 10024

2.489 Wagon classification starting with ‘NPM’ . . . . . . . . . . . . . . . 10029

2.490 Wagon classification starting with ‘NPP’ . . . . . . . . . . . . . . . . 10030

2.491 Wagon classification starting with ‘NPR’ . . . . . . . . . . . . . . . . 10043

2.492 Wagon classification starting with ‘NPS’ . . . . . . . . . . . . . . . . 10108

2.493 Wagon classification starting with ‘NPT’ . . . . . . . . . . . . . . . . 10108

2.494 Wagon classification starting with ‘NQA’ . . . . . . . . . . . . . . . . 10108

2.495 Wagon classification starting with ‘NQB’ . . . . . . . . . . . . . . . . 10136

2.496 Wagon classification starting with ‘NQC’ . . . . . . . . . . . . . . . 10161

2.497 Wagon classification starting with ‘NQD’ . . . . . . . . . . . . . . . 10165

2.498 Wagon classification starting with ‘NQE’ . . . . . . . . . . . . . . . . 10173

2.499 Wagon classification starting with ‘NQF’ . . . . . . . . . . . . . . . . 10192

2.500 Wagon classification starting with ‘NQG’ . . . . . . . . . . . . . . . 10264

2.501 Wagon classification starting with ‘NQH’ . . . . . . . . . . . . . . . 10270

2.502 Wagon classification starting with ‘NQI’ . . . . . . . . . . . . . . . . 10297

2.503 Wagon classification starting with ‘NQJ’ . . . . . . . . . . . . . . . . 10381

2.504 Wagon classification starting with ‘NQM’ . . . . . . . . . . . . . . . 10408

2.505 Wagon classification starting with ‘NQO’ . . . . . . . . . . . . . . . 10413

2.506 Wagon classification starting with ‘NQR’ . . . . . . . . . . . . . . . . 10556

2.507 Wagon classification starting with ‘NQS’ . . . . . . . . . . . . . . . . 10562

2.508 Wagon classification starting with ‘NQT’ . . . . . . . . . . . . . . . . 10632

2.509 Wagon classification starting with ‘NQU’ . . . . . . . . . . . . . . . 10636

2.510 Wagon classification starting with ‘NQV’ . . . . . . . . . . . . . . . . 10637

2.511 Wagon classification starting with ‘NQW’ . . . . . . . . . . . . . . . 10664

2.512 Wagon classification starting with ‘NQZ’ . . . . . . . . . . . . . . . . 10668

2.513 Wagon classification starting with ‘NRA’ . . . . . . . . . . . . . . . . 10704

2.514 Wagon classification starting with ‘NRB’ . . . . . . . . . . . . . . . . 10704

2.515 Wagon classification starting with ‘NRE’ . . . . . . . . . . . . . . . . 10705

2.516 Wagon classification starting with ‘NRF’ . . . . . . . . . . . . . . . . 10705

2.517 Wagon classification starting with ‘NRJ’ . . . . . . . . . . . . . . . . 10706
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2.518 Wagon classification starting with ‘NRN’ . . . . . . . . . . . . . . . . 10706

2.519 Wagon classification starting with ‘NRT’ . . . . . . . . . . . . . . . . 10709

2.520 Wagon classification starting with ‘NSC’ . . . . . . . . . . . . . . . . 10710

2.521 Wagon classification starting with ‘NSS’ . . . . . . . . . . . . . . . . 10751

2.522 Wagon classification starting with ‘NTA’ . . . . . . . . . . . . . . . . 10775

2.523 Wagon classification starting with ‘NTB’ . . . . . . . . . . . . . . . . 10988

2.524 Wagon classification starting with ‘NTC’ . . . . . . . . . . . . . . . . 11030

2.525 Wagon classification starting with ‘NTF’ . . . . . . . . . . . . . . . . 11033

2.526 Wagon classification starting with ‘NTH’ . . . . . . . . . . . . . . . . 11037

2.527 Wagon classification starting with ‘NTO’ . . . . . . . . . . . . . . . . 11044

2.528 Wagon classification starting with ‘NVD’ . . . . . . . . . . . . . . . . 11044

2.529 Wagon classification starting with ‘NVF’ . . . . . . . . . . . . . . . . 11045

2.530 Wagon classification starting with ‘NVG’ . . . . . . . . . . . . . . . . 11054

2.531 Wagon classification starting with ‘NVI’ . . . . . . . . . . . . . . . . 11056

2.532 Wagon classification starting with ‘NVJ’ . . . . . . . . . . . . . . . . 11057

2.533 Wagon classification starting with ‘NVK’ . . . . . . . . . . . . . . . . 11059

2.534 Wagon classification starting with ‘NVM’ . . . . . . . . . . . . . . . 11070

2.535 Wagon classification starting with ‘NWL’ . . . . . . . . . . . . . . . . 11081

2.536 Wagon classification starting with ‘NX’ . . . . . . . . . . . . . . . . . 11081

2.537 Wagon classification starting with ‘NY’ . . . . . . . . . . . . . . . . . 11082

2.538 Wagon classification starting with ‘NZB’ . . . . . . . . . . . . . . . . 11082

2.539 Wagon classification starting with ‘NZC’ . . . . . . . . . . . . . . . . 11088

2.540 Wagon classification starting with ‘NZE’ . . . . . . . . . . . . . . . . 11107

2.541 Wagon classification starting with ‘NZF’ . . . . . . . . . . . . . . . . 11109

2.542 Wagon classification starting with ‘NZG’ . . . . . . . . . . . . . . . . 11112

2.543 Wagon classification starting with ‘NZL’ . . . . . . . . . . . . . . . . 11114

2.544 Wagon classification starting with ‘NZM’ . . . . . . . . . . . . . . . 11115

2.545 Wagon classification starting with ‘NZS’ . . . . . . . . . . . . . . . . 11121

2.546 Wagon classification starting with ‘NZT’ . . . . . . . . . . . . . . . . 11123

2.547 Wagon classification starting with ‘NZW’ . . . . . . . . . . . . . . . 11125

2.548 Wagon classification starting with ‘NZZ’ . . . . . . . . . . . . . . . . 11130
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2.549 Wagon classification starting with ‘OAX’ . . . . . . . . . . . . . . . . 11131

2.550 Wagon classification starting with ‘OB’ . . . . . . . . . . . . . . . . . 11131

2.551 Wagon classification starting with ‘OBF’ . . . . . . . . . . . . . . . . 11133

2.552 Wagon classification starting with ‘OBN’ . . . . . . . . . . . . . . . . 11198

2.553 Wagon classification starting with ‘OCY’ . . . . . . . . . . . . . . . . 11202

2.554 Wagon classification starting with ‘OE’ . . . . . . . . . . . . . . . . . 11202

2.555 Wagon classification starting with ‘OF’ . . . . . . . . . . . . . . . . . 11207

2.556 Wagon classification starting with ‘OHN’ . . . . . . . . . . . . . . . 11212

2.557 Wagon classification starting with ‘OMX’ . . . . . . . . . . . . . . . 11213

2.558 Wagon classification starting with ‘OPA’ . . . . . . . . . . . . . . . . 11213

2.559 Wagon classification starting with ‘OPB’ . . . . . . . . . . . . . . . . 11214

2.560 Wagon classification starting with ‘OPC’ . . . . . . . . . . . . . . . . 11216

2.561 Wagon classification starting with ‘OT’ . . . . . . . . . . . . . . . . . 11221

2.562 Wagon classification starting with ‘OW’ . . . . . . . . . . . . . . . . 11222

2.563 Wagon classification starting with ‘OWA’ . . . . . . . . . . . . . . . . 11223

2.564 Wagon classification starting with ‘OWB’ . . . . . . . . . . . . . . . 11224

2.565 Wagon classification starting with ‘OWP’ . . . . . . . . . . . . . . . 11224

2.566 Wagon classification starting with ‘OWR’ . . . . . . . . . . . . . . . 11225

2.567 Wagon classification starting with ‘OX’ . . . . . . . . . . . . . . . . . 11226

2.568 Wagon classification starting with ‘P’ . . . . . . . . . . . . . . . . . . 11226

2.569 Wagon classification starting with ‘PA’ . . . . . . . . . . . . . . . . . 11227

2.570 Wagon classification starting with ‘PB’ . . . . . . . . . . . . . . . . . 11230

2.571 Wagon classification starting with ‘PC’ . . . . . . . . . . . . . . . . . 11230

2.572 Wagon classification starting with ‘PCO’ . . . . . . . . . . . . . . . . 11235

2.573 Wagon classification starting with ‘PFM’ . . . . . . . . . . . . . . . . 11237

2.574 Wagon classification starting with ‘PG’ . . . . . . . . . . . . . . . . . 11238

2.575 Wagon classification starting with ‘PGA’ . . . . . . . . . . . . . . . . 11238

2.576 Wagon classification starting with ‘PGB’ . . . . . . . . . . . . . . . . 11241

2.577 Wagon classification starting with ‘PGC’ . . . . . . . . . . . . . . . . 11242

2.578 Wagon classification starting with ‘PH’ . . . . . . . . . . . . . . . . . 11243

2.579 Wagon classification starting with ‘PHA’ . . . . . . . . . . . . . . . . 11244
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2.580 Wagon classification starting with ‘PHG’ . . . . . . . . . . . . . . . . 11245

2.581 Wagon classification starting with ‘PHN’ . . . . . . . . . . . . . . . . 11246

2.582 Wagon classification starting with ‘PHV’ . . . . . . . . . . . . . . . . 11246

2.583 Wagon classification starting with ‘PRA’ . . . . . . . . . . . . . . . . 11246

2.584 Wagon classification starting with ‘PWA’ . . . . . . . . . . . . . . . . 11247

2.585 Wagon classification starting with ‘PWK’ . . . . . . . . . . . . . . . . 11248

2.586 Wagon classification starting with ‘PWS’ . . . . . . . . . . . . . . . . 11249

2.587 Wagon classification starting with ‘PWT’ . . . . . . . . . . . . . . . . 11252

2.588 Wagon classification starting with ‘QA’ . . . . . . . . . . . . . . . . . 11252

2.589 Wagon classification starting with ‘QB’ . . . . . . . . . . . . . . . . . 11253

2.590 Wagon classification starting with ‘QC’ . . . . . . . . . . . . . . . . . 11253

2.591 Wagon classification starting with ‘QD’ . . . . . . . . . . . . . . . . 11256

2.592 Wagon classification starting with ‘QE’ . . . . . . . . . . . . . . . . . 11256

2.593 Wagon classification starting with ‘QF’ . . . . . . . . . . . . . . . . . 11257

2.594 Wagon classification starting with ‘QG’ . . . . . . . . . . . . . . . . 11261

2.595 Wagon classification starting with ‘QH’ . . . . . . . . . . . . . . . . 11261

2.596 Wagon classification starting with ‘QJ’ . . . . . . . . . . . . . . . . . 11261

2.597 Wagon classification starting with ‘QJA’ . . . . . . . . . . . . . . . . 11264

2.598 Wagon classification starting with ‘QK’ . . . . . . . . . . . . . . . . . 11265

2.599 Wagon classification starting with ‘QL’ . . . . . . . . . . . . . . . . . 11376

2.600 Wagon classification starting with ‘QM’ . . . . . . . . . . . . . . . . 11414

2.601 Wagon classification starting with ‘QN’ . . . . . . . . . . . . . . . . 11435

2.602 Wagon classification starting with ‘QP’ . . . . . . . . . . . . . . . . . 11570

2.603 Wagon classification starting with ‘QQ’ . . . . . . . . . . . . . . . . 11631

2.604 Wagon classification starting with ‘QT’ . . . . . . . . . . . . . . . . . 11632

2.605 Wagon classification starting with ‘R’ . . . . . . . . . . . . . . . . . . 11634

2.606 Wagon classification starting with ‘RA’ . . . . . . . . . . . . . . . . . 11645

2.607 Wagon classification starting with ‘RAL’ . . . . . . . . . . . . . . . . 11645

2.608 Wagon classification starting with ‘RAN’ . . . . . . . . . . . . . . . . 11679

2.609 Wagon classification starting with ‘RB’ . . . . . . . . . . . . . . . . . 11718

2.610 Wagon classification starting with ‘RBA’ . . . . . . . . . . . . . . . . 11719
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2.611 Wagon classification starting with ‘RBF’ . . . . . . . . . . . . . . . . 11757

2.612 Wagon classification starting with ‘RBN’ . . . . . . . . . . . . . . . . 11956

2.613 Wagon classification starting with ‘RBP’ . . . . . . . . . . . . . . . . 11960

2.614 Wagon classification starting with ‘RCB’ . . . . . . . . . . . . . . . . 11963

2.615 Wagon classification starting with ‘RCC’ . . . . . . . . . . . . . . . . 11966

2.616 Wagon classification starting with ‘RCD’ . . . . . . . . . . . . . . . . 11971

2.617 Wagon classification starting with ‘RCE’ . . . . . . . . . . . . . . . . 11996

2.618 Wagon classification starting with ‘RCF’ . . . . . . . . . . . . . . . . 12040

2.619 Wagon classification starting with ‘RCG’ . . . . . . . . . . . . . . . . 12047

2.620 Wagon classification starting with ‘RCI’ . . . . . . . . . . . . . . . . 12054

2.621 Wagon classification starting with ‘RCL’ . . . . . . . . . . . . . . . . 12060

2.622 Wagon classification starting with ‘RCM’ . . . . . . . . . . . . . . . 12061

2.623 Wagon classification starting with ‘RCN’ . . . . . . . . . . . . . . . . 12071

2.624 Wagon classification starting with ‘RCO’ . . . . . . . . . . . . . . . . 12088

2.625 Wagon classification starting with ‘RCP’ . . . . . . . . . . . . . . . . 12096

2.626 Wagon classification starting with ‘RCQ’ . . . . . . . . . . . . . . . . 12102

2.627 Wagon classification starting with ‘RCR’ . . . . . . . . . . . . . . . . 12144

2.628 Wagon classification starting with ‘RCS’ . . . . . . . . . . . . . . . . 12155

2.629 Wagon classification starting with ‘RCT’ . . . . . . . . . . . . . . . . 12213

2.630 Wagon classification starting with ‘RCU’ . . . . . . . . . . . . . . . . 12217

2.631 Wagon classification starting with ‘RCV’ . . . . . . . . . . . . . . . . 12223

2.632 Wagon classification starting with ‘RCW’ . . . . . . . . . . . . . . . 12224

2.633 Wagon classification starting with ‘RCX’ . . . . . . . . . . . . . . . . 12271

2.634 Wagon classification starting with ‘RE’ . . . . . . . . . . . . . . . . . 12271

2.635 Wagon classification starting with ‘REN’ . . . . . . . . . . . . . . . . 12278

2.636 Wagon classification starting with ‘REO’ . . . . . . . . . . . . . . . . 12409

2.637 Wagon classification starting with ‘REQ’ . . . . . . . . . . . . . . . . 12441

2.638 Wagon classification starting with ‘RES’ . . . . . . . . . . . . . . . . 12441

2.639 Wagon classification starting with ‘RF’ . . . . . . . . . . . . . . . . . 12509

2.640 Wagon classification starting with ‘RFD’ . . . . . . . . . . . . . . . . 12509

2.641 Wagon classification starting with ‘RFI’ . . . . . . . . . . . . . . . . 12539
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2.642 Wagon classification starting with ‘RFQ’ . . . . . . . . . . . . . . . . 12628

2.643 Wagon classification starting with ‘RFR’ . . . . . . . . . . . . . . . . 12631

2.644 Wagon classification starting with ‘RFS’ . . . . . . . . . . . . . . . . 12636

2.645 Wagon classification starting with ‘RFW’ . . . . . . . . . . . . . . . . 12814

2.646 Wagon classification starting with ‘RG’ . . . . . . . . . . . . . . . . . 12888

2.647 Wagon classification starting with ‘RGB’ . . . . . . . . . . . . . . . . 12896

2.648 Wagon classification starting with ‘RGC’ . . . . . . . . . . . . . . . . 12902

2.649 Wagon classification starting with ‘RGD’ . . . . . . . . . . . . . . . . 12909

2.650 Wagon classification starting with ‘RH’ . . . . . . . . . . . . . . . . . 12910

2.651 Wagon classification starting with ‘RKA’ . . . . . . . . . . . . . . . . 12911

2.652 Wagon classification starting with ‘RKB’ . . . . . . . . . . . . . . . . 12930

2.653 Wagon classification starting with ‘RKC’ . . . . . . . . . . . . . . . . 13096

2.654 Wagon classification starting with ‘RKD’ . . . . . . . . . . . . . . . . 13166

2.655 Wagon classification starting with ‘RKE’ . . . . . . . . . . . . . . . . 13211

2.656 Wagon classification starting with ‘RKF’ . . . . . . . . . . . . . . . . 13250

2.657 Wagon classification starting with ‘RKG’ . . . . . . . . . . . . . . . . 13372

2.658 Wagon classification starting with ‘RKH’ . . . . . . . . . . . . . . . . 13423

2.659 Wagon classification starting with ‘RKI’ . . . . . . . . . . . . . . . . 13562

2.660 Wagon classification starting with ‘RKJ’ . . . . . . . . . . . . . . . . 13563

2.661 Wagon classification starting with ‘RKK’ . . . . . . . . . . . . . . . . 13582

2.662 Wagon classification starting with ‘RKL’ . . . . . . . . . . . . . . . . 13664

2.663 Wagon classification starting with ‘RKM’ . . . . . . . . . . . . . . . 13804

2.664 Wagon classification starting with ‘RKN’ . . . . . . . . . . . . . . . . 13817

2.665 Wagon classification starting with ‘RKO’ . . . . . . . . . . . . . . . . 13845

2.666 Wagon classification starting with ‘RKP’ . . . . . . . . . . . . . . . . 13927

2.667 Wagon classification starting with ‘RKQ’ . . . . . . . . . . . . . . . . 13939

2.668 Wagon classification starting with ‘RKR’ . . . . . . . . . . . . . . . . 13973

2.669 Wagon classification starting with ‘RKS’ . . . . . . . . . . . . . . . . 14003

2.670 Wagon classification starting with ‘RKT’ . . . . . . . . . . . . . . . . 14011

2.671 Wagon classification starting with ‘RKU’ . . . . . . . . . . . . . . . . 14243

2.672 Wagon classification starting with ‘RKV’ . . . . . . . . . . . . . . . . 14267
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2.673 Wagon classification starting with ‘RKW’ . . . . . . . . . . . . . . . 14271

2.674 Wagon classification starting with ‘RKX’ . . . . . . . . . . . . . . . . 14660

2.675 Wagon classification starting with ‘RKY’ . . . . . . . . . . . . . . . . 14676

2.676 Wagon classification starting with ‘RKZ’ . . . . . . . . . . . . . . . . 14690

2.677 Wagon classification starting with ‘RLC’ . . . . . . . . . . . . . . . . 14691

2.678 Wagon classification starting with ‘RLD’ . . . . . . . . . . . . . . . . 14699

2.679 Wagon classification starting with ‘RLE’ . . . . . . . . . . . . . . . . 14712

2.680 Wagon classification starting with ‘RLL’ . . . . . . . . . . . . . . . . 14738

2.681 Wagon classification starting with ‘RLN’ . . . . . . . . . . . . . . . . 14748

2.682 Wagon classification starting with ‘RLP’ . . . . . . . . . . . . . . . . 14753

2.683 Wagon classification starting with ‘RLU’ . . . . . . . . . . . . . . . . 14767

2.684 Wagon classification starting with ‘RMA’ . . . . . . . . . . . . . . . . 14810

2.685 Wagon classification starting with ‘RMB’ . . . . . . . . . . . . . . . 14830

2.686 Wagon classification starting with ‘RMD’ . . . . . . . . . . . . . . . 14850

2.687 Wagon classification starting with ‘RMG’ . . . . . . . . . . . . . . . 14892

2.688 Wagon classification starting with ‘RMK’ . . . . . . . . . . . . . . . 14913

2.689 Wagon classification starting with ‘RMN’ . . . . . . . . . . . . . . . 14945

2.690 Wagon classification starting with ‘RMW’ . . . . . . . . . . . . . . . 14965

2.691 Wagon classification starting with ‘ROA’ . . . . . . . . . . . . . . . . 14977

2.692 Wagon classification starting with ‘ROB’ . . . . . . . . . . . . . . . . 15002

2.693 Wagon classification starting with ‘ROC’ . . . . . . . . . . . . . . . . 15181

2.694 Wagon classification starting with ‘ROH’ . . . . . . . . . . . . . . . . 15235

2.695 Wagon classification starting with ‘ROJ’ . . . . . . . . . . . . . . . . 15420

2.696 Wagon classification starting with ‘ROK’ . . . . . . . . . . . . . . . . 15442

2.697 Wagon classification starting with ‘ROO’ . . . . . . . . . . . . . . . . 15627

2.698 Wagon classification starting with ‘ROQ’ . . . . . . . . . . . . . . . . 15789

2.699 Wagon classification starting with ‘RQA’ . . . . . . . . . . . . . . . . 16141

2.700 Wagon classification starting with ‘RQB’ . . . . . . . . . . . . . . . . 16192

2.701 Wagon classification starting with ‘RQC’ . . . . . . . . . . . . . . . . 16218

2.702 Wagon classification starting with ‘RQD’ . . . . . . . . . . . . . . . . 16532

2.703 Wagon classification starting with ‘RQE’ . . . . . . . . . . . . . . . . 16693
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2.704 Wagon classification starting with ‘RQF’ . . . . . . . . . . . . . . . . 16940

2.705 Wagon classification starting with ‘RQG’ . . . . . . . . . . . . . . . . 17160

2.706 Wagon classification starting with ‘RQH’ . . . . . . . . . . . . . . . . 17196

2.707 Wagon classification starting with ‘RQI’ . . . . . . . . . . . . . . . . 17209

2.708 Wagon classification starting with ‘RQJ’ . . . . . . . . . . . . . . . . 17254

2.709 Wagon classification starting with ‘RQK’ . . . . . . . . . . . . . . . . 17450

2.710 Wagon classification starting with ‘RQL’ . . . . . . . . . . . . . . . . 18762

2.711 Wagon classification starting with ‘RQM’ . . . . . . . . . . . . . . . 18807

2.712 Wagon classification starting with ‘RQN’ . . . . . . . . . . . . . . . . 19168

2.713 Wagon classification starting with ‘RQO’ . . . . . . . . . . . . . . . . 19250

2.714 Wagon classification starting with ‘RQP’ . . . . . . . . . . . . . . . . 19485

2.715 Wagon classification starting with ‘RQQ’ . . . . . . . . . . . . . . . . 19499

2.716 Wagon classification starting with ‘RQR’ . . . . . . . . . . . . . . . . 19508

2.717 Wagon classification starting with ‘RQS’ . . . . . . . . . . . . . . . . 19565

2.718 Wagon classification starting with ‘RQT’ . . . . . . . . . . . . . . . . 19697

2.719 Wagon classification starting with ‘RQU’ . . . . . . . . . . . . . . . . 19839

2.720 Wagon classification starting with ‘RQV’ . . . . . . . . . . . . . . . . 19864

2.721 Wagon classification starting with ‘RQW’ . . . . . . . . . . . . . . . 19866

2.722 Wagon classification starting with ‘RQX’ . . . . . . . . . . . . . . . . 19914

2.723 Wagon classification starting with ‘RQY’ . . . . . . . . . . . . . . . . 20006

2.724 Wagon classification starting with ‘RQZ’ . . . . . . . . . . . . . . . . 20012

2.725 Wagon classification starting with ‘RRA’ . . . . . . . . . . . . . . . . 20038

2.726 Wagon classification starting with ‘RRB’ . . . . . . . . . . . . . . . . 20078

2.727 Wagon classification starting with ‘RRZ’ . . . . . . . . . . . . . . . . 20098

2.728 Wagon classification starting with ‘RSA’ . . . . . . . . . . . . . . . . 20110

2.729 Wagon classification starting with ‘RSE’ . . . . . . . . . . . . . . . . 20127

2.730 Wagon classification starting with ‘RSF’ . . . . . . . . . . . . . . . . 20164

2.731 Wagon classification starting with ‘RSH’ . . . . . . . . . . . . . . . . 20202

2.732 Wagon classification starting with ‘RTC’ . . . . . . . . . . . . . . . . 20280

2.733 Wagon classification starting with ‘RTD’ . . . . . . . . . . . . . . . . 20282

2.734 Wagon classification starting with ‘RTH’ . . . . . . . . . . . . . . . . 20306
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2.735 Wagon classification starting with ‘RTK’ . . . . . . . . . . . . . . . . 20315

2.736 Wagon classification starting with ‘RTM’ . . . . . . . . . . . . . . . . 20331

2.737 Wagon classification starting with ‘RTO’ . . . . . . . . . . . . . . . . 20335

2.738 Wagon classification starting with ‘RTS’ . . . . . . . . . . . . . . . . 20446

2.739 Wagon classification starting with ‘RWA’ . . . . . . . . . . . . . . . . 20454

2.740 Wagon classification starting with ‘RX’ . . . . . . . . . . . . . . . . . 20454

2.741 Wagon classification starting with ‘SAA’ . . . . . . . . . . . . . . . . 20454

2.742 Wagon classification starting with ‘SB’ . . . . . . . . . . . . . . . . . 20455

2.743 Wagon classification starting with ‘SC’ . . . . . . . . . . . . . . . . . 20455

2.744 Wagon classification starting with ‘SCD’ . . . . . . . . . . . . . . . . 20455

2.745 Wagon classification starting with ‘SCE’ . . . . . . . . . . . . . . . . 20455

2.746 Wagon classification starting with ‘SD’ . . . . . . . . . . . . . . . . . 20456

2.747 Wagon classification starting with ‘SF’ . . . . . . . . . . . . . . . . . 20456

2.748 Wagon classification starting with ‘SFA’ . . . . . . . . . . . . . . . . 20456

2.749 Wagon classification starting with ‘SFC’ . . . . . . . . . . . . . . . . 20457

2.750 Wagon classification starting with ‘SFL’ . . . . . . . . . . . . . . . . 20458

2.751 Wagon classification starting with ‘SFW’ . . . . . . . . . . . . . . . . 20459

2.752 Wagon classification starting with ‘SGB’ . . . . . . . . . . . . . . . . 20459

2.753 Wagon classification starting with ‘SGC’ . . . . . . . . . . . . . . . . 20460

2.754 Wagon classification starting with ‘SLC’ . . . . . . . . . . . . . . . . 20461

2.755 Wagon classification starting with ‘SLW’ . . . . . . . . . . . . . . . . 20463

2.756 Wagon classification starting with ‘SLZ’ . . . . . . . . . . . . . . . . 20465

2.757 Wagon classification starting with ‘SP’ . . . . . . . . . . . . . . . . . 20465

2.758 Wagon classification starting with ‘SR’ . . . . . . . . . . . . . . . . . 20465

2.759 Wagon classification starting with ‘SRR’ . . . . . . . . . . . . . . . . 20466

2.760 Wagon classification starting with ‘ST’ . . . . . . . . . . . . . . . . . 20467

2.761 Wagon classification starting with ‘STD’ . . . . . . . . . . . . . . . . 20468

2.762 Wagon classification starting with ‘STM’ . . . . . . . . . . . . . . . . 20469

2.763 Wagon classification starting with ‘STO’ . . . . . . . . . . . . . . . . 20469

2.764 Wagon classification starting with ‘STS’ . . . . . . . . . . . . . . . . 20473

2.765 Wagon classification starting with ‘STW’ . . . . . . . . . . . . . . . . 20473
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2.766 Wagon classification starting with ‘SWT’ . . . . . . . . . . . . . . . . 20476

2.767 Wagon classification starting with ‘T’ . . . . . . . . . . . . . . . . . . 20476

2.768 Wagon classification starting with ‘TA’ . . . . . . . . . . . . . . . . . 20477

2.769 Wagon classification starting with ‘TB’ . . . . . . . . . . . . . . . . . 20478

2.770 Wagon classification starting with ‘TC’ . . . . . . . . . . . . . . . . . 20478

2.771 Wagon classification starting with ‘TCO’ . . . . . . . . . . . . . . . . 20479

2.772 Wagon classification starting with ‘TDF’ . . . . . . . . . . . . . . . . 20480

2.773 Wagon classification starting with ‘TDS’ . . . . . . . . . . . . . . . . 20481

2.774 Wagon classification starting with ‘TF’ . . . . . . . . . . . . . . . . . 20482

2.775 Wagon classification starting with ‘TG’ . . . . . . . . . . . . . . . . . 20483

2.776 Wagon classification starting with ‘TJ’ . . . . . . . . . . . . . . . . . 20483

2.777 Wagon classification starting with ‘TK’ . . . . . . . . . . . . . . . . . 20483

2.778 Wagon classification starting with ‘TL’ . . . . . . . . . . . . . . . . . 20485

2.779 Wagon classification starting with ‘TM’ . . . . . . . . . . . . . . . . 20486

2.780 Wagon classification starting with ‘TME’ . . . . . . . . . . . . . . . . 20487

2.781 Wagon classification starting with ‘TMX’ . . . . . . . . . . . . . . . 20487

2.782 Wagon classification starting with ‘TN’ . . . . . . . . . . . . . . . . . 20487

2.783 Wagon classification starting with ‘TOA’ . . . . . . . . . . . . . . . . 20489

2.784 Wagon classification starting with ‘TOB’ . . . . . . . . . . . . . . . . 20490

2.785 Wagon classification starting with ‘TOC’ . . . . . . . . . . . . . . . . 20490

2.786 Wagon classification starting with ‘TOJ’ . . . . . . . . . . . . . . . . 20490

2.787 Wagon classification starting with ‘TP’ . . . . . . . . . . . . . . . . . 20490

2.788 Wagon classification starting with ‘TQ’ . . . . . . . . . . . . . . . . . 20498

2.789 Wagon classification starting with ‘TR’ . . . . . . . . . . . . . . . . . 20504

2.790 Wagon classification starting with ‘TSW’ . . . . . . . . . . . . . . . . 20534

2.791 Wagon classification starting with ‘TU’ . . . . . . . . . . . . . . . . . 20534

2.792 Wagon classification starting with ‘TV’ . . . . . . . . . . . . . . . . . 20585

2.793 Wagon classification starting with ‘TW’ . . . . . . . . . . . . . . . . 20589

2.794 Wagon classification starting with ‘TWD’ . . . . . . . . . . . . . . . 20592

2.795 Wagon classification starting with ‘TX’ . . . . . . . . . . . . . . . . . 20592

2.796 Wagon classification starting with ‘UA’ . . . . . . . . . . . . . . . . . 20593
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2.797 Wagon classification starting with ‘UME’ . . . . . . . . . . . . . . . 20593

2.798 Wagon classification starting with ‘V’ . . . . . . . . . . . . . . . . . . 20594

2.799 Wagon classification starting with ‘VA’ . . . . . . . . . . . . . . . . . 20594

2.800 Wagon classification starting with ‘VBA’ . . . . . . . . . . . . . . . . 20594

2.801 Wagon classification starting with ‘VBB’ . . . . . . . . . . . . . . . . 20605

2.802 Wagon classification starting with ‘VBC’ . . . . . . . . . . . . . . . . 20626

2.803 Wagon classification starting with ‘VC’ . . . . . . . . . . . . . . . . . 20634

2.804 Wagon classification starting with ‘VCC’ . . . . . . . . . . . . . . . . 20634

2.805 Wagon classification starting with ‘VCS’ . . . . . . . . . . . . . . . . 20642

2.806 Wagon classification starting with ‘VCV’ . . . . . . . . . . . . . . . . 20662

2.807 Wagon classification starting with ‘VEK’ . . . . . . . . . . . . . . . . 20662

2.808 Wagon classification starting with ‘VFE’ . . . . . . . . . . . . . . . . 20672

2.809 Wagon classification starting with ‘VFJ’ . . . . . . . . . . . . . . . . 20673

2.810 Wagon classification starting with ‘VFK’ . . . . . . . . . . . . . . . . 20673

2.811 Wagon classification starting with ‘VFL’ . . . . . . . . . . . . . . . . 20679

2.812 Wagon classification starting with ‘VFM’ . . . . . . . . . . . . . . . . 20685

2.813 Wagon classification starting with ‘VFN’ . . . . . . . . . . . . . . . . 20688

2.814 Wagon classification starting with ‘VFP’ . . . . . . . . . . . . . . . . 20700

2.815 Wagon classification starting with ‘VFR’ . . . . . . . . . . . . . . . . 20700

2.816 Wagon classification starting with ‘VFS’ . . . . . . . . . . . . . . . . 20702

2.817 Wagon classification starting with ‘VFT’ . . . . . . . . . . . . . . . . 20709

2.818 Wagon classification starting with ‘VGA’ . . . . . . . . . . . . . . . . 20710

2.819 Wagon classification starting with ‘VHA’ . . . . . . . . . . . . . . . . 20711

2.820 Wagon classification starting with ‘VHC’ . . . . . . . . . . . . . . . . 20714

2.821 Wagon classification starting with ‘VHD’ . . . . . . . . . . . . . . . 20723

2.822 Wagon classification starting with ‘VHE’ . . . . . . . . . . . . . . . . 20728

2.823 Wagon classification starting with ‘VHF’ . . . . . . . . . . . . . . . . 20750

2.824 Wagon classification starting with ‘VHG’ . . . . . . . . . . . . . . . . 20756

2.825 Wagon classification starting with ‘VHH’ . . . . . . . . . . . . . . . 21050

2.826 Wagon classification starting with ‘VHJ’ . . . . . . . . . . . . . . . . 21111

2.827 Wagon classification starting with ‘VHQ’ . . . . . . . . . . . . . . . 21116
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2.828 Wagon classification starting with ‘VHR’ . . . . . . . . . . . . . . . . 21125

2.829 Wagon classification starting with ‘VHS’ . . . . . . . . . . . . . . . . 21125

2.830 Wagon classification starting with ‘VKE’ . . . . . . . . . . . . . . . . 21128

2.831 Wagon classification starting with ‘VKK’ . . . . . . . . . . . . . . . . 21134

2.832 Wagon classification starting with ‘VKO’ . . . . . . . . . . . . . . . . 21140

2.833 Wagon classification starting with ‘VLB’ . . . . . . . . . . . . . . . . 21158

2.834 Wagon classification starting with ‘VLC’ . . . . . . . . . . . . . . . . 21165

2.835 Wagon classification starting with ‘VLD’ . . . . . . . . . . . . . . . . 21318

2.836 Wagon classification starting with ‘VLE’ . . . . . . . . . . . . . . . . 21325

2.837 Wagon classification starting with ‘VLN’ . . . . . . . . . . . . . . . . 21400

2.838 Wagon classification starting with ‘VLV’ . . . . . . . . . . . . . . . . 21412

2.839 Wagon classification starting with ‘VMA’ . . . . . . . . . . . . . . . . 21422

2.840 Wagon classification starting with ‘VMB’ . . . . . . . . . . . . . . . 21426

2.841 Wagon classification starting with ‘VMP’ . . . . . . . . . . . . . . . . 21441

2.842 Wagon classification starting with ‘VOA’ . . . . . . . . . . . . . . . . 21442

2.843 Wagon classification starting with ‘VOB’ . . . . . . . . . . . . . . . . 21443

2.844 Wagon classification starting with ‘VOC’ . . . . . . . . . . . . . . . . 21462

2.845 Wagon classification starting with ‘VOF’ . . . . . . . . . . . . . . . . 21477

2.846 Wagon classification starting with ‘VOJ’ . . . . . . . . . . . . . . . . 21551

2.847 Wagon classification starting with ‘VOS’ . . . . . . . . . . . . . . . . 21553

2.848 Wagon classification starting with ‘VOV’ . . . . . . . . . . . . . . . . 21556

2.849 Wagon classification starting with ‘VP’ . . . . . . . . . . . . . . . . . 21556

2.850 Wagon classification starting with ‘VPA’ . . . . . . . . . . . . . . . . 21556

2.851 Wagon classification starting with ‘VPC’ . . . . . . . . . . . . . . . . 21579

2.852 Wagon classification starting with ‘VPF’ . . . . . . . . . . . . . . . . 21623

2.853 Wagon classification starting with ‘VQA’ . . . . . . . . . . . . . . . . 21624

2.854 Wagon classification starting with ‘VQC’ . . . . . . . . . . . . . . . . 21628

2.855 Wagon classification starting with ‘VQD’ . . . . . . . . . . . . . . . . 21870

2.856 Wagon classification starting with ‘VQE’ . . . . . . . . . . . . . . . . 21996

2.857 Wagon classification starting with ‘VQF’ . . . . . . . . . . . . . . . . 21998

2.858 Wagon classification starting with ‘VQG’ . . . . . . . . . . . . . . . . 22004
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2.859 Wagon classification starting with ‘VQK’ . . . . . . . . . . . . . . . . 22021

2.860 Wagon classification starting with ‘VQL’ . . . . . . . . . . . . . . . . 22029

2.861 Wagon classification starting with ‘VQR’ . . . . . . . . . . . . . . . . 22105

2.862 Wagon classification starting with ‘VQS’ . . . . . . . . . . . . . . . . 22121

2.863 Wagon classification starting with ‘VQW’ . . . . . . . . . . . . . . . 22122

2.864 Wagon classification starting with ‘VSB’ . . . . . . . . . . . . . . . . 22122

2.865 Wagon classification starting with ‘VT’ . . . . . . . . . . . . . . . . . 22122

2.866 Wagon classification starting with ‘VTB’ . . . . . . . . . . . . . . . . 22123

2.867 Wagon classification starting with ‘VTG’ . . . . . . . . . . . . . . . . 22155

2.868 Wagon classification starting with ‘VTH’ . . . . . . . . . . . . . . . . 22157

2.869 Wagon classification starting with ‘VTQ’ . . . . . . . . . . . . . . . . 22158

2.870 Wagon classification starting with ‘VVA’ . . . . . . . . . . . . . . . . 22189

2.871 Wagon classification starting with ‘VVB’ . . . . . . . . . . . . . . . . 22190

2.872 Wagon classification starting with ‘VVC’ . . . . . . . . . . . . . . . . 22199

2.873 Wagon classification starting with ‘VVD’ . . . . . . . . . . . . . . . . 22202

2.874 Wagon classification starting with ‘VVE’ . . . . . . . . . . . . . . . . 22205

2.875 Wagon classification starting with ‘VWA’ . . . . . . . . . . . . . . . . 22206

2.876 Wagon classification starting with ‘VZD’ . . . . . . . . . . . . . . . . 22208

2.877 Wagon classification starting with ‘VZF’ . . . . . . . . . . . . . . . . 22208

2.878 Wagon classification starting with ‘VZL’ . . . . . . . . . . . . . . . . 22214

2.879 Wagon classification starting with ‘VZM’ . . . . . . . . . . . . . . . 22214

2.880 Wagon classification starting with ‘VZO’ . . . . . . . . . . . . . . . . 22220

2.881 Wagon classification starting with ‘VZR’ . . . . . . . . . . . . . . . . 22221

2.882 Wagon classification starting with ‘VZT’ . . . . . . . . . . . . . . . . 22222

2.883 Wagon classification starting with ‘VZV’ . . . . . . . . . . . . . . . . 22223

2.884 Wagon classification starting with ‘VZW’ . . . . . . . . . . . . . . . 22225

2.885 Wagon classification starting with ‘W’ . . . . . . . . . . . . . . . . . 22228

2.886 Wagon classification starting with ‘WAL’ . . . . . . . . . . . . . . . . 22228

2.887 Wagon classification starting with ‘WBA’ . . . . . . . . . . . . . . . . 22229

2.888 Wagon classification starting with ‘WBE’ . . . . . . . . . . . . . . . 22310

2.889 Wagon classification starting with ‘WBN’ . . . . . . . . . . . . . . . 22311
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2.890 Wagon classification starting with ‘WBW’ . . . . . . . . . . . . . . . 22313

2.891 Wagon classification starting with ‘WFA’ . . . . . . . . . . . . . . . . 22320

2.892 Wagon classification starting with ‘WFB’ . . . . . . . . . . . . . . . . 22323

2.893 Wagon classification starting with ‘WFD’ . . . . . . . . . . . . . . . 22329

2.894 Wagon classification starting with ‘WFE’ . . . . . . . . . . . . . . . . 22366

2.895 Wagon classification starting with ‘WFS’ . . . . . . . . . . . . . . . . 22367

2.896 Wagon classification starting with ‘WGG’ . . . . . . . . . . . . . . . 22369

2.897 Wagon classification starting with ‘WGL’ . . . . . . . . . . . . . . . . 22369

2.898 Wagon classification starting with ‘WJD’ . . . . . . . . . . . . . . . . 22376

2.899 Wagon classification starting with ‘WJE’ . . . . . . . . . . . . . . . . 22377

2.900 Wagon classification starting with ‘WJF’ . . . . . . . . . . . . . . . . 22378

2.901 Wagon classification starting with ‘WJG’ . . . . . . . . . . . . . . . . 22378

2.902 Wagon classification starting with ‘WJH’ . . . . . . . . . . . . . . . . 22379

2.903 Wagon classification starting with ‘WJJ’ . . . . . . . . . . . . . . . . 22380

2.904 Wagon classification starting with ‘WJK’ . . . . . . . . . . . . . . . . 22381

2.905 Wagon classification starting with ‘WJL’ . . . . . . . . . . . . . . . . 22382

2.906 Wagon classification starting with ‘WJM’ . . . . . . . . . . . . . . . 22383

2.907 Wagon classification starting with ‘WJN’ . . . . . . . . . . . . . . . . 22385

2.908 Wagon classification starting with ‘WJP’ . . . . . . . . . . . . . . . . 22385

2.909 Wagon classification starting with ‘WJQ’ . . . . . . . . . . . . . . . . 22397

2.910 Wagon classification starting with ‘WJR’ . . . . . . . . . . . . . . . . 22398

2.911 Wagon classification starting with ‘WJT’ . . . . . . . . . . . . . . . . 22399

2.912 Wagon classification starting with ‘WJU’ . . . . . . . . . . . . . . . . 22399

2.913 Wagon classification starting with ‘WK’ . . . . . . . . . . . . . . . . 22399

2.914 Wagon classification starting with ‘WL’ . . . . . . . . . . . . . . . . . 22400

2.915 Wagon classification starting with ‘WMF’ . . . . . . . . . . . . . . . 22401

2.916 Wagon classification starting with ‘WMG’ . . . . . . . . . . . . . . . 22410

2.917 Wagon classification starting with ‘WN’ . . . . . . . . . . . . . . . . 22411

2.918 Wagon classification starting with ‘WNA’ . . . . . . . . . . . . . . . 22428

2.919 Wagon classification starting with ‘WNC’ . . . . . . . . . . . . . . . 22436

2.920 Wagon classification starting with ‘WNS’ . . . . . . . . . . . . . . . 22436
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2.921 Wagon classification starting with ‘WO’ . . . . . . . . . . . . . . . . 22440

2.922 Wagon classification starting with ‘WOA’ . . . . . . . . . . . . . . . 22441

2.923 Wagon classification starting with ‘WOB’ . . . . . . . . . . . . . . . 22509

2.924 Wagon classification starting with ‘WOC’ . . . . . . . . . . . . . . . 22513

2.925 Wagon classification starting with ‘WOD’ . . . . . . . . . . . . . . . 22529

2.926 Wagon classification starting with ‘WOG’ . . . . . . . . . . . . . . . 22543

2.927 Wagon classification starting with ‘WOO’ . . . . . . . . . . . . . . . 22548

2.928 Wagon classification starting with ‘WOS’ . . . . . . . . . . . . . . . 22549

2.929 Wagon classification starting with ‘WQA’ . . . . . . . . . . . . . . . 22584

2.930 Wagon classification starting with ‘WQB’ . . . . . . . . . . . . . . . 22586

2.931 Wagon classification starting with ‘WQC’ . . . . . . . . . . . . . . . 22586

2.932 Wagon classification starting with ‘WQD’ . . . . . . . . . . . . . . . 22709

2.933 Wagon classification starting with ‘WQE’ . . . . . . . . . . . . . . . 22715

2.934 Wagon classification starting with ‘WQO’ . . . . . . . . . . . . . . . 22716

2.935 Wagon classification starting with ‘WQT’ . . . . . . . . . . . . . . . 22717

2.936 Wagon classification starting with ‘WR’ . . . . . . . . . . . . . . . . 22799

2.937 Wagon classification starting with ‘WRA’ . . . . . . . . . . . . . . . . 22800

2.938 Wagon classification starting with ‘WSC’ . . . . . . . . . . . . . . . . 22800

2.939 Wagon classification starting with ‘WSL’ . . . . . . . . . . . . . . . . 22813

2.940 Wagon classification starting with ‘WSM’ . . . . . . . . . . . . . . . 22814

2.941 Wagon classification starting with ‘WSN’ . . . . . . . . . . . . . . . 22819

2.942 Wagon classification starting with ‘WSP’ . . . . . . . . . . . . . . . . 22820

2.943 Wagon classification starting with ‘WSR’ . . . . . . . . . . . . . . . . 22820

2.944 Wagon classification starting with ‘WSS’ . . . . . . . . . . . . . . . . 22828

2.945 Wagon classification starting with ‘WST’ . . . . . . . . . . . . . . . . 22828

2.946 Wagon classification starting with ‘WSV’ . . . . . . . . . . . . . . . . 22831

2.947 Wagon classification starting with ‘WTA’ . . . . . . . . . . . . . . . . 22832

2.948 Wagon classification starting with ‘WTB’ . . . . . . . . . . . . . . . 22832

2.949 Wagon classification starting with ‘WTE’ . . . . . . . . . . . . . . . 22833

2.950 Wagon classification starting with ‘WVL’ . . . . . . . . . . . . . . . . 22834

2.951 Wagon classification starting with ‘WVP’ . . . . . . . . . . . . . . . . 22835

33



2. TIMS GROUP INFORMATION - WAGONS

2.952 Wagon classification starting with ‘WW’ . . . . . . . . . . . . . . . . 22835

2.953 Wagon classification starting with ‘WWA’ . . . . . . . . . . . . . . . 22889

2.954 Wagon classification starting with ‘WZ’ . . . . . . . . . . . . . . . . 22913

2.955 Wagon classification starting with ‘X’ . . . . . . . . . . . . . . . . . . 22913

2.956 Wagon classification starting with ‘XA’ . . . . . . . . . . . . . . . . . 22914

2.957 Wagon classification starting with ‘XB’ . . . . . . . . . . . . . . . . . 22915

2.958 Wagon classification starting with ‘XC’ . . . . . . . . . . . . . . . . . 22916

2.959 Wagon classification starting with ‘XD’ . . . . . . . . . . . . . . . . . 22916

2.960 Wagon classification starting with ‘XDA’ . . . . . . . . . . . . . . . . 22916

2.961 Wagon classification starting with ‘XE’ . . . . . . . . . . . . . . . . . 22917

2.962 Wagon classification starting with ‘XR’ . . . . . . . . . . . . . . . . . 22917

2.963 Wagon classification starting with ‘XRA’ . . . . . . . . . . . . . . . . 22918

2.964 Wagon classification starting with ‘Y’ . . . . . . . . . . . . . . . . . . 22918

2.965 Wagon classification starting with ‘YB’ . . . . . . . . . . . . . . . . . 22920

2.966 Wagon classification starting with ‘YY’ . . . . . . . . . . . . . . . . . 22920

2.967 Wagon classification starting with ‘Z’ . . . . . . . . . . . . . . . . . . 22921

2.968 Wagon classification starting with ‘ZF’ . . . . . . . . . . . . . . . . . 22924

2.969 Wagon classification starting with ‘ZG’ . . . . . . . . . . . . . . . . . 22925

2.970 Wagon classification starting with ‘ZH’ . . . . . . . . . . . . . . . . . 22927

2.971 Wagon classification starting with ‘ZI’ . . . . . . . . . . . . . . . . . 22934

2.972 Wagon classification starting with ‘ZJ’ . . . . . . . . . . . . . . . . . 22934

2.973 Wagon classification starting with ‘ZLP’ . . . . . . . . . . . . . . . . 22956

2.974 Wagon classification starting with ‘ZM’ . . . . . . . . . . . . . . . . 22957

2.975 Wagon classification starting with ‘ZN’ . . . . . . . . . . . . . . . . . 22961

2.976 Wagon classification starting with ‘ZOT’ . . . . . . . . . . . . . . . . 22961

2.977 Wagon classification starting with ‘ZP’ . . . . . . . . . . . . . . . . . 22963

2.978 Wagon classification starting with ‘ZR’ . . . . . . . . . . . . . . . . . 22966

2.979 Wagon classification starting with ‘ZS’ . . . . . . . . . . . . . . . . . 22974

2.980 Wagon classification starting with ‘ZT’ . . . . . . . . . . . . . . . . . 22974

2.981 Wagon classification starting with ‘ZU’ . . . . . . . . . . . . . . . . . 22975

2.982 Wagon classification starting with ‘ZWT’ . . . . . . . . . . . . . . . . 22975

2.983 Wagon classification starting with ‘ZX’ . . . . . . . . . . . . . . . . . 22976
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2.1. Wagon classification starting with ‘AAA’

2.1 Wagon classification starting with ‘AAA’

AAAA 1

27.07.1995 Reclassified from wagon ‘AAAA 1 T’ to ’ wagon ‘BBBB 1 G’.

2.2 Wagon classification starting with ‘AAC’

AACY 40001

23.12.1993 Reclassified from wagon ‘AACY 40001 D’ to ’ wagon ‘AALY 40001 H’.

AACY 40002

23.12.1993 Reclassified from wagon ‘AACY 40002 M’ to ’ wagon ‘AALY 40002 Q’.

AACY 40003

23.12.1993 Reclassified from wagon ‘AACY 40003 V’ to ’ wagon ‘AALY 40003 C’.

AACY 40004

23.12.1993 Reclassified from wagon ‘AACY 40004 H’ to ’ wagon ‘AALY 40004 L’.

AACY 40005

23.12.1993 Reclassified from wagon ‘AACY 40005 Q’ to ’ wagon ‘AALY 40005 U’.

AACY 40006

23.12.1993 Reclassified from wagon ‘AACY 40006 C’ to ’ wagon ‘AALY 40006 G’.

AACY 40007

23.12.1993 Reclassified from wagon ‘AACY 40007 L’ to ’ wagon ‘AALY 40007 P’.

AACY 40008

23.12.1993 Reclassified from wagon ‘AACY 40008 U’ to ’ wagon ‘AALY 40008 B’.

AACY 50001

23.12.1993 Reclassified from wagon ‘AACY 50001 X’ to ’ wagon ‘AALY 50001 M’.

AACY 50002

23.12.1993 Reclassified from wagon ‘AACY 50002 R’ to ’ wagon ‘AALY 50002 V’.

AACY 50003

23.12.1993 Reclassified from wagon ‘AACY 50003 D’ to ’ wagon ‘AALY 50003 H’.
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AACY 50004

23.12.1993 Reclassified from wagon ‘AACY 50004 M’ to ’ wagon ‘AALY 50004 Q’.

AACY 50005

23.12.1993 Reclassified from wagon ‘AACY 50005 V’ to ’ wagon ‘AALY 50005 C’.

AACY 50006

23.12.1993 Reclassified from wagon ‘AACY 50006 H’ to ’ wagon ‘AALY 50006 L’.

AACY 50007

23.12.1993 Reclassified from wagon ‘AACY 50007 Q’ to ’ wagon ‘AALY 50007 U’.

AACY 50008

23.12.1993 Reclassified from wagon ‘AACY 50008 C’ to ’ wagon ‘AALY 50008 G’.

AACY 50009

23.12.1993 Reclassified from wagon ‘AACY 50009 L’ to ’ wagon ‘AALY 50009 P’.

AACY 50010

23.12.1993 Reclassified from wagon ‘AACY 50010 H’ to ’ wagon ‘AALY 50010 L’.

AACY 60001

Details: wagon ‘AACY 60001 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

36



2.2. Wagon classification starting with ‘AAC’

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 13.09.1993

18.08.1993 Repair ‘SHORT BP HOSE, ROADRAILER’.
13.09.1993 Repair ‘BRAKE LEVER’.

AACY 60002

Details: wagon ‘AACY 60002 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 16.11.1993

31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BRAKE LEVER’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.

AACY 60003

Details: wagon ‘AACY 60003 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 03.12.1993

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BRAKE LEVER’.
06.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BRAKE LEVER’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB101’.
03.12.1993 Repair ‘BRAKE LEVER’.

AACY 60004

Details: wagon ‘AACY 60004 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 14.12.1993
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20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.12.1993 Repair ‘BRAKE BLOCK RB101’.

AACY 60005

Details: wagon ‘AACY 60005 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 23.11.1993

03.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60006

Details: wagon ‘AACY 60006 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 10.06.1993
Last Single Car Test: 19.04.1993

07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘EMPTY LOAD VALVE’.

AACY 60007

Details: wagon ‘AACY 60007 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 20.04.1994

31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BRAKE LEVER’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘EMPTY LOAD VALVE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1993 Repair ‘BRAKE BLOCK RB101’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
20.04.1994 Repair ‘BRAKE BLOCK RB101’.
20.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60008

Details: wagon ‘AACY 60008 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 17.12.1993

31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BRAKE LEVER’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE LEVER’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE LEVER’.

AACY 60009

Details: wagon ‘AACY 60009 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 21.12.1993

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BRAKE LEVER’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
06.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.12.1993 Repair ‘ROADRAILER UNLOCKING MECHANISM’.
21.12.1993 Repair ‘BRAKE BLOCK RB101’.
21.12.1993 Repair ‘BRAKE LEVER’.

AACY 60010

Details: wagon ‘AACY 60010 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 20.04.1994

15.09.1993 Repair ‘BRAKE LEVER’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB101’.
03.12.1993 Repair ‘BRAKE LEVER’.
20.04.1994 Repair ‘BRAKE BLOCK RB101’.
20.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60011

Details: wagon ‘AACY 60011 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 10.12.1993

22.10.1993 Repair ‘EMPTY LOAD VALVE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB101’.
03.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE LEVER’.

AACY 60012

Details: wagon ‘AACY 60012 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 27.08.1993

15.06.1993 Repair ‘BOGIE BEARERS’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.

AACY 60013

Details: wagon ‘AACY 60013 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 12.11.1993

29.03.1993 Repair ‘BRAKE LEVER’.
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20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AACY 60014

Details: wagon ‘AACY 60014 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995
Last Single Car Test: 19.04.1993

07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘AXLEBOX’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60015

Details: wagon ‘AACY 60015 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
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Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.07.1994

20.07.1994 Repair ‘AXLEBOX’.

AACY 60016

Details: wagon ‘AACY 60016 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 05.08.1994

31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BRAKE LEVER’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
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AACY 60017

Details: wagon ‘AACY 60017 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 31.03.1995

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
12.01.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
28.02.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60018

Details: wagon ‘AACY 60018 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
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Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995
Last Single Car Test: 19.04.1993

07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB101’.
10.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB101’.
17.12.1993 Repair ‘BRAKE LEVER’.
12.01.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60019

Details: wagon ‘AACY 60019 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995
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16.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.08.1994 Repair ‘BOGIE BEARINGS’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60020

Details: wagon ‘AACY 60020 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 10.02.1995

29.03.1993 Repair ‘BRAKE LEVER’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB101’.
03.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB101’.
10.12.1993 Repair ‘BRAKE LEVER’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
10.02.1995 Repair ‘BRAKE BLOCK RB101’.
10.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60021

Details: wagon ‘AACY 60021 G’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 31.03.1995

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘BRAKE BLOCK RB101’.
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1993 Repair ‘BRAKE BLOCK RB101’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE BLOCK RB101’.
07.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘AXLEBOX’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60022

Details: wagon ‘AACY 60022 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
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Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 22.10.1993

22.10.1993 Repair ‘EMPTY LOAD VALVE’.

AACY 60023

Details: wagon ‘AACY 60023 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB101’.
10.12.1993 Repair ‘BRAKE LEVER’.
14.07.1994 Repair ‘AXLEBOX’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AACY 60024

Details: wagon ‘AACY 60024 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 31.03.1995

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB101’.
10.12.1993 Repair ‘BRAKE LEVER’.
17.08.1994 Repair ‘BOGIE BEARINGS’.
17.02.1995 Repair ‘BRAKE BLOCK RB101’.
17.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60025

Details: wagon ‘AACY 60025 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
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Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 24.02.1995

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.07.1994 Repair ‘AXLEBOX’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
24.02.1995 Repair ‘BRAKE BLOCK RB101’.
24.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60026

Details: wagon ‘AACY 60026 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 28.02.1995

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BRAKE LEVER’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB101’.
03.12.1993 Repair ‘BRAKE LEVER’.
21.07.1994 Repair ‘BOGIE BEARINGS’.
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17.02.1995 Repair ‘BRAKE BLOCK RB101’.
17.02.1995 Repair ‘BRAKE LEVER’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60027

Details: wagon ‘AACY 60027 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 28.02.1995

31.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60028

Details: wagon ‘AACY 60028 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
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Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 17.08.1994

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE LEVER’.
17.08.1994 Repair ‘BOGIE BEARINGS’.

AACY 60029

Details: wagon ‘AACY 60029 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR
Return to Service Date: 20.09.1994

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE LEVER’.
20.09.1994 Repair ‘BRAKE LEVER’.

AACY 60030

Details: wagon ‘AACY 60030 F’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60031

Details: wagon ‘AACY 60031 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 03.09.1993

03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.

AACY 60032

Details: wagon ‘AACY 60032 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB101’.
17.12.1993 Repair ‘BRAKE LEVER’.
19.07.1994 Repair ‘AXLEBOX’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60033

Details: wagon ‘AACY 60033 J’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

27.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.10.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60034

Details: wagon ‘AACY 60034 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995
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22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE LEVER’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60035

Details: wagon ‘AACY 60035 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 12.11.1993

26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BRAKE LEVER’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AACY 60036

Details: wagon ‘AACY 60036 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 10.02.1995

19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB101’.
17.12.1993 Repair ‘BRAKE LEVER’.
19.07.1994 Repair ‘AXLEBOX’.
10.02.1995 Repair ‘BRAKE BLOCK RB101’.
10.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60037

Details: wagon ‘AACY 60037 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

60



2.2. Wagon classification starting with ‘AAC’

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE LEVER’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE LEVER’.
21.07.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60038

Details: wagon ‘AACY 60038 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 27.10.1994

19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BRAKE LEVER’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.10.1994 Repair ‘BOGIE BEARINGS’.

AACY 60039

Details: wagon ‘AACY 60039 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE LEVER’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1994 Repair ‘AXLEBOX’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60040

Details: wagon ‘AACY 60040 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 31.03.1995

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.04.1993 Repair ‘BRAKE LEVER’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1993 Repair ‘BRAKE BLOCK RB101’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB101’.
03.12.1993 Repair ‘BRAKE LEVER’.
14.07.1994 Repair ‘AXLEBOX’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60041

Details: wagon ‘AACY 60041 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 21.04.1993
Last Single Car Test: 22.04.1993

21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AACY 60042

Details: wagon ‘AACY 60042 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 27.10.1994

21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE LEVER’.
12.11.1993 Repair ‘EMPTY LOAD VALVE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.12.1993 Repair ‘BRAKE LEVER’.
27.10.1994 Repair ‘BOGIE BEARINGS’.

AACY 60043

Details: wagon ‘AACY 60043 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
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AACY 60044

Details: wagon ‘AACY 60044 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

05.10.1994 Repair ‘BOGIE BEARINGS’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AACY 60045

Details: wagon ‘AACY 60045 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 27.08.1993

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.

AACY 60046

Details: wagon ‘AACY 60046 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 31.03.1995

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.02.1995 Repair ‘BRAKE BLOCK RB101’.
17.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60047

Details: wagon ‘AACY 60047 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 20.03.1995

21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB101’.
10.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB101’.
17.12.1993 Repair ‘BRAKE LEVER’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AACY 60048

Details: wagon ‘AACY 60048 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.01.1992
Operating System: AN
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Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CR
Return to Service Date: 28.02.1995

11.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘BRAKE BLOCK RB101’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
10.02.1995 Repair ‘BRAKE BLOCK RB101’.
10.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AACY 60049

22.09.1993 Reclassified from wagon ‘AACY 60049 C’ to ’ wagon ‘AALY 60049 G’.

AACY 60050

17.09.1993 Reclassified from wagon ‘AACY 60050 V’ to ’ wagon ‘AALY 60050 C’.

AACY 60051

24.09.1993 Reclassified from wagon ‘AACY 60051 H’ to ’ wagon ‘AALY 60051 L’.

AACY 60052

24.09.1993 Reclassified from wagon ‘AACY 60052 Q’ to ’ wagon ‘AALY 60052 U’.

AACY 60053

24.09.1993 Reclassified from wagon ‘AACY 60053 C’ to ’ wagon ‘AALY 60053 G’.

AACY 60054

27.09.1993 Reclassified from wagon ‘AACY 60054 L’ to ’ wagon ‘AALY 60054 P’.

AACY 60055

21.09.1993 Reclassified from wagon ‘AACY 60055 U’ to ’ wagon ‘AALY 60055 B’.

AACY 60056

24.09.1993 Reclassified from wagon ‘AACY 60056 G’ to ’ wagon ‘AALY 60056 K’.
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AACY 60057

24.09.1993 Reclassified from wagon ‘AACY 60057 P’ to ’ wagon ‘AALY 60057 T’.

AACY 60058

24.09.1993 Reclassified from wagon ‘AACY 60058 B’ to ’ wagon ‘AALY 60058 F’.

AACY 60059

24.09.1993 Reclassified from wagon ‘AACY 60059 K’ to ’ wagon ‘AALY 60059 Y’.

AACY 60060

07.10.1993 Reclassified from wagon ‘AACY 60060 G’ to ’ wagon ‘AALY 60060 K’.

AACY 60061

22.09.1993 Reclassified from wagon ‘AACY 60061 P’ to ’ wagon ‘AALY 60061 T’.

AACY 60062

24.09.1993 Reclassified from wagon ‘AACY 60062 B’ to ’ wagon ‘AALY 60062 F’.

AACY 60063

24.09.1993 Reclassified from wagon ‘AACY 60063 K’ to ’ wagon ‘AALY 60063 Y’.

AACY 60064

22.09.1993 Reclassified from wagon ‘AACY 60064 T’ to ’ wagon ‘AALY 60064 A’.

AACY 60065

24.09.1993 Reclassified from wagon ‘AACY 60065 F’ to ’ wagon ‘AALY 60065 J’.

AACY 60066

24.09.1993 Reclassified from wagon ‘AACY 60066 Y’ to ’ wagon ‘AALY 60066 S’.

AACY 60067

24.09.1993 Reclassified from wagon ‘AACY 60067 A’ to ’ wagon ‘AALY 60067 E’.

AACY 60068

24.09.1993 Reclassified from wagon ‘AACY 60068 J’ to ’ wagon ‘AALY 60068 N’.

AACY 60069

24.09.1993 Reclassified from wagon ‘AACY 60069 S’ to ’ wagon ‘AALY 60069 W’.
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AACY 60070

24.09.1993 Reclassified from wagon ‘AACY 60070 Y’ to ’ wagon ‘AALY 60070 S’.

AACY 60071

24.09.1993 Reclassified from wagon ‘AACY 60071 A’ to ’ wagon ‘AALY 60071 E’.

AACY 60072

24.09.1993 Reclassified from wagon ‘AACY 60072 J’ to ’ wagon ‘AALY 60072 N’.

AACY 60073

24.09.1993 Reclassified from wagon ‘AACY 60073 S’ to ’ wagon ‘AALY 60073 W’.

AACY 60074

22.09.1993 Reclassified from wagon ‘AACY 60074 E’ to ’ wagon ‘AALY 60074 X’.

AACY 60075

24.09.1993 Reclassified from wagon ‘AACY 60075 N’ to ’ wagon ‘AALY 60075 R’.

AACY 60076

17.09.1993 Reclassified from wagon ‘AACY 60076 W’ to ’ wagon ‘AALY 60076 D’.

AACY 60077

23.09.1993 Reclassified from wagon ‘AACY 60077 X’ to ’ wagon ‘AALY 60077 M’.

AACY 60078

24.09.1993 Reclassified from wagon ‘AACY 60078 R’ to ’ wagon ‘AALY 60078 V’.

AACY 60079

28.09.1993 Reclassified from wagon ‘AACY 60079 D’ to ’ wagon ‘AALY 60079 H’.

AACY 60080

24.09.1993 Reclassified from wagon ‘AACY 60080 W’ to ’ wagon ‘AALY 60080 D’.

AACY 60081

24.09.1993 Reclassified from wagon ‘AACY 60081 X’ to ’ wagon ‘AALY 60081 M’.

AACY 60082

24.09.1993 Reclassified from wagon ‘AACY 60082 R’ to ’ wagon ‘AALY 60082 V’.
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AACY 60083

24.09.1993 Reclassified from wagon ‘AACY 60083 D’ to ’ wagon ‘AALY 60083 H’.

AACY 60084

24.09.1993 Reclassified from wagon ‘AACY 60084 M’ to ’ wagon ‘AALY 60084 Q’.

AACY 60085

23.09.1993 Reclassified from wagon ‘AACY 60085 V’ to ’ wagon ‘AALY 60085 C’.

AACY 60086

24.09.1993 Reclassified from wagon ‘AACY 60086 H’ to ’ wagon ‘AALY 60086 L’.

AACY 60087

23.09.1993 Reclassified from wagon ‘AACY 60087 Q’ to ’ wagon ‘AALY 60087 U’.

AACY 60088

24.09.1993 Reclassified from wagon ‘AACY 60088 C’ to ’ wagon ‘AALY 60088 G’.

AACY 60089

24.09.1993 Reclassified from wagon ‘AACY 60089 L’ to ’ wagon ‘AALY 60089 P’.

AACY 60090

24.09.1993 Reclassified from wagon ‘AACY 60090 H’ to ’ wagon ‘AALY 60090 L’.

AACY 60091

24.09.1993 Reclassified from wagon ‘AACY 60091 Q’ to ’ wagon ‘AALY 60091 U’.

AACY 60092

24.09.1993 Reclassified from wagon ‘AACY 60092 C’ to ’ wagon ‘AALY 60092 G’.

AACY 60093

30.09.1993 Reclassified from wagon ‘AACY 60093 L’ to ’ wagon ‘AALY 60093 P’.

AACY 60094

24.09.1993 Reclassified from wagon ‘AACY 60094 U’ to ’ wagon ‘AALY 60094 B’.

AACY 60095

27.09.1993 Reclassified from wagon ‘AACY 60095 G’ to ’ wagon ‘AALY 60095 K’.
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AACY 60096

23.09.1993 Reclassified from wagon ‘AACY 60096 P’ to ’ wagon ‘AALY 60096 T’.

AACY 60097

24.09.1993 Reclassified from wagon ‘AACY 60097 B’ to ’ wagon ‘AALY 60097 F’.

AACY 60098

24.09.1993 Reclassified from wagon ‘AACY 60098 K’ to ’ wagon ‘AALY 60098 Y’.

AACY 60099

24.09.1993 Reclassified from wagon ‘AACY 60099 T’ to ’ wagon ‘AALY 60099 A’.

AACY 60100

24.09.1993 Reclassified from wagon ‘AACY 60100 L’ to ’ wagon ‘AALY 60100 P’.

AACY 60101

24.09.1993 Reclassified from wagon ‘AACY 60101 U’ to ’ wagon ‘AALY 60101 B’.

AACY 60102

24.09.1993 Reclassified from wagon ‘AACY 60102 G’ to ’ wagon ‘AALY 60102 K’.

AACY 60103

24.09.1993 Reclassified from wagon ‘AACY 60103 P’ to ’ wagon ‘AALY 60103 T’.

AACY 60104

17.09.1993 Reclassified from wagon ‘AACY 60104 B’ to ’ wagon ‘AALY 60104 F’.

AACY 60105

24.09.1993 Reclassified from wagon ‘AACY 60105 K’ to ’ wagon ‘AALY 60105 Y’.

AACY 60106

24.09.1993 Reclassified from wagon ‘AACY 60106 T’ to ’ wagon ‘AALY 60106 A’.

AACY 60107

24.09.1993 Reclassified from wagon ‘AACY 60107 F’ to ’ wagon ‘AALY 60107 J’.

AACY 60108

24.09.1993 Reclassified from wagon ‘AACY 60108 Y’ to ’ wagon ‘AALY 60108 S’.
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2.3 Wagon classification starting with ‘AAL’

AALY 40001

Details: wagon ‘AALY 40001 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 7.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

11.02.1992 Repair ‘BODY COMPLETE’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 40001 D’
19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER

SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

04.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 40001 D’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40001 D’

AALY 40002

Details: wagon ‘AALY 40002 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
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Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 20.09.1994

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

22.04.1992 Repair ‘END HOSE’.
22.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AACY 40002 M’
19.05.1992 Repair ‘WHEEL SET’.
19.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 40002 M’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40002 M’
20.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 40003

Details: wagon ‘AALY 40003 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
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BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993
Last Triple Valve: 06.10.1992

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AACY 40003 V’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 40003 V’

AALY 40004

Details: wagon ‘AALY 40004 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
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23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40004 H’

AALY 40005

Details: wagon ‘AALY 40005 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

27.03.1992 Repair ‘BOGIE COMPLETE’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 40005 Q’
22.10.1992 Repair ‘WHEEL SET’.
22.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AACY 40005 Q’
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AACY 40005 Q’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40005 Q’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.11.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40005 Q’
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23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40005 Q’

AALY 40006

Details: wagon ‘AALY 40006 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 20.09.1994

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 40006 C’
20.09.1994 Repair ‘BRAKE LEVER’.
20.09.1994 Repair ‘LONG BP HOSE, ROADRAILER’.

AALY 40007

Details: wagon ‘AALY 40007 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Broad
Gauge Restrictions: S

77



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 16.03.1994
Last Single Car Test: 23.03.1994

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

10.06.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 40007 L’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 40007 L’
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 40008

Details: wagon ‘AALY 40008 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 7.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 27.08.1991
Operating System: AN
Intended Use: ROADRAILER
Remarks: ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

19.02.1992 Alteration ‘MODIFY EXISTING 8 NO. ROADRAILER BOGIES AS PER
SKETCH PROVIDED TO PREVENT CRACK PROPOGATION IN TRIPLE VALVE
MOUNTING BRACKET. AACY 40001-40008. (RS4676)’.

12.06.1992 Repair ‘SIDE COMPLETE’.
12.06.1992 Repair ‘SIDE MEMBER’.
12.06.1992 Repair ‘VEHICLE COMPLETE’.
12.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AACY 40008 U’
22.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40008 U’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 40008 U’

AALY 50001

Details: wagon ‘AALY 50001 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 8.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE-COUPLER MATE.
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

04.05.1990 Repair ‘BRAKE CONTROL PIPE’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
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14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
15.05.1990 Repair ‘HOSE FITTINGS’.
15.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
30.07.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER

TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER

BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
20.09.1991 Repair ‘BRANCH PIPE’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 50001 X’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BRAKE CONTROL PIPE’.
23.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
23.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50001 X’
02.10.1992 Repair ‘BODY COMPLETE’.
02.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50001 X’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50001 X’

AALY 50002

Details: wagon ‘AALY 50002 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER
TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

31.01.1991 Repair ‘DOOR LOCK MECHANISM’.
31.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 50002 R’
07.02.1991 Repair ‘STANCHION’.
07.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 50002 R’
03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER

BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50002 R’
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50002 R’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50002 R’
19.08.1992 Repair ‘BOGIE BEARINGS’.
19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50002 R’

81



2. TIMS GROUP INFORMATION - WAGONS

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50002 R’

AALY 50003

Details: wagon ‘AALY 50003 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER
TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

22.01.1991 Repair ‘HANDBRAKE HANDLE’.
22.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50003 D’
03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER

BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50003 D’
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50003 D’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

20.11.1991 Repair ‘TRAIN PIPE (END)’.
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20.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AACY 50003 D’

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50003 D’
02.10.1992 Repair ‘BODY COMPLETE’.
02.10.1992 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50003 D’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50003 D’

AALY 50004

Details: wagon ‘AALY 50004 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 7.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993
Last Triple Valve: 22.05.1991

04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER
TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘TRAIN PIPE (END)’.
07.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 50004 M’
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03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER
BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

22.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.05.1991 Repair ‘ISOLATING COCK’.
22.05.1991 Repair ‘TRAIN PIPE (END)’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50004 M’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘TRAIN PIPE (END)’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50004 M’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BRAKE CONTROL PIPE’.
17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Repair ‘VEHICLE RENUMBERED’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50004 M’
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50004 M’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 50004 M’
25.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1992 Repair ‘RELAY VALVE’.
25.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50004 M’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50004 M’

AALY 50005

Details: wagon ‘AALY 50005 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
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2.3. Wagon classification starting with ‘AAL’

Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
15.05.1990 Repair ‘CARD OR CLIP HOLDER’.
15.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
06.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER

TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER

BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50005 V’
02.10.1992 Repair ‘BODY COMPLETE’.
02.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50005 V’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
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23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50005 V’

AALY 50006

Details: wagon ‘AALY 50006 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

06.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER

TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

01.11.1990 Repair ‘TRAIN PIPE’.
01.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER

BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.09.1991 Repair ‘HOSE FITTINGS’.
23.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50006 H’
17.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1993 Repair ‘WHEEL SET’.
17.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50006 H’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50006 H’

AALY 50007

Details: wagon ‘AALY 50007 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 8.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE-COUPLER MATE.
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993
Last Brake Cylinder: 02.07.1991

04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER
TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.
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03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER
BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRANCH PIPE’.
02.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1991 Repair ‘VEHICLE RECLASSIFY’.
02.07.1991 Repair ‘VEHICLE RENUMBERED’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50007 Q’
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50007 Q’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50007 Q’
02.10.1992 Repair ‘BODY COMPLETE’.
02.10.1992 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50007 Q’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50007 Q’

AALY 50008

Details: wagon ‘AALY 50008 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER
TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

22.01.1991 Repair ‘BRANCH PIPE’.
22.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50008 C’
03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER

BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50008 C’
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50008 C’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50008 C’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AACY 50008 C’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘HOSE FITTINGS’.
22.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AACY 50008 C’
18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50008 C’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE BEARINGS’.
14.09.1992 Repair ‘WHEEL SET’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AACY 50008 C’
02.10.1992 Repair ‘BODY COMPLETE’.
02.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50008 C’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50008 C’
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AALY 50009

Details: wagon ‘AALY 50009 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993

24.07.1990 Repair ‘SIDE SILL’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50009 L’
20.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50009 L’
04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER

TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER
BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50009 L’
19.07.1991 Repair ‘VEHICLE RENUMBERED’.
19.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50009 L’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

04.12.1991 Repair ‘ISOLATING COCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50009 L’
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18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AACY 50009 L’
02.10.1992 Repair ‘BODY COMPLETE’.
02.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50009 L’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 50009 L’

AALY 50010

Details: wagon ‘AALY 50010 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 5.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.02.1990
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX ARCY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.12.1993
Last Triple Valve: 25.01.1993

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50010 H’
15.05.1990 Repair ‘HOSE FITTINGS’.
15.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50010 H’
04.09.1990 Alteration complete ‘1. STRENGTHEN LEG STANDS ON ROAD RAILER

TRAILERS. 2. REPOSITION BRAKE PIPE & AUXILIARY BRANCH PIPE. 3. FIT
AUTOMATIC WATER DRAIN. 4. MODIFY BRANCH PIPE INLET POSITION ON
BOGIE. ARCY 1001 - 1010.(RCTF 1001 & 1002, RCTP 1003-1006). (RS4536)’.

03.12.1990 Repair ‘BOGIE SIDEFRAME’.
03.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50010 H’
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03.04.1991 Alteration complete ‘RECLASSIFICATION OF EXISTING ROADRAILER
BOGIES FROM ARCY 1001 ONWARDS TO AACY 50001 ONWARDS. ARCY
(RS4584)’. New class: ‘AACY’.

25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50010 H’
18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Repair ‘VEHICLE RENUMBERED’.
18.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50010 H’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50010 H’
28.10.1991 Alteration complete ‘MODIFY TEN (10) U.S. ROADRAILER BOGIE

BRANCH PIPE AND CONNECTING HOSES TO THE SAME AS A.N. ROADRAILER
BOGIES. AACY 50001 - 50010. (RS4649)’.

18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AACY 50010 H’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50010 H’
17.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1993 Repair ‘WHEEL SET’.
17.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50010 H’
25.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AACY 50010 H’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 50010 H’

AALY 60049

Details: wagon ‘AALY 60049 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
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2.3. Wagon classification starting with ‘AAL’

Run Restriction: High Speed - Vehicle suitable for use on AN lines only on
gauge(s)shown‘

Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRC

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60049 C’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60049 C’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60049 C’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60050

Details: wagon ‘AALY 60050 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60050 V’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AALY 60051

Details: wagon ‘AALY 60051 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60051 H’
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
19.07.1994 Repair ‘AXLEBOX’.
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29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60052

Details: wagon ‘AALY 60052 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

27.08.1993 Repair ‘EMPTY LOAD VALVE’.
27.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60052 Q’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60052 Q’
15.12.1993 Repair ‘BRAKE BLOCK RB101’.
17.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60053

Details: wagon ‘AALY 60053 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
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Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 21.09.1994

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60053 C’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60053 C’
26.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1993 Repair ‘SHORT BP HOSE, ROADRAILER’.
17.08.1994 Repair ‘BOGIE BEARINGS’.
21.09.1994 Repair ‘SHORT BP HOSE, ROADRAILER’.

AALY 60054

Details: wagon ‘AALY 60054 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AACY 60054 L’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60054 L’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
27.09.1993 Repair ‘VEHICLE RECLASSIFY’.
27.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60054 L’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE LEVER’.

AALY 60055

Details: wagon ‘AALY 60055 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 21.09.1993

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
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21.09.1993 Repair ‘VEHICLE RECLASSIFY’.
21.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AACY 60055 U’

AALY 60056

Details: wagon ‘AALY 60056 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 7.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 24.09.1993

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60056 G’
30.08.1993 Repair ‘ROADRAILER CONTROL PANEL’.
30.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60056 G’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60056 G’

AALY 60057

Details: wagon ‘AALY 60057 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘EMPTY LOAD VALVE’.
11.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60057 P’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60057 P’
14.07.1994 Repair ‘AXLEBOX’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60058

Details: wagon ‘AALY 60058 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 28.02.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60058 B’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
28.02.1995 Repair ‘BRAKE BLOCK RB101’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60059

Details: wagon ‘AALY 60059 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 24.09.1993

31.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60059 K’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60059 K’

AALY 60060

Details: wagon ‘AALY 60060 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1992
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 31.08.1994

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60060 G’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
07.10.1993 Repair ‘VEHICLE RECLASSIFY’.
07.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60060 G’
17.08.1994 Repair ‘BOGIE BEARINGS’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BRAKE LEVER’.

AALY 60061

Details: wagon ‘AALY 60061 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
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Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60061 P’
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60062

Details: wagon ‘AALY 60062 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 28.02.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60062 B’
17.08.1994 Repair ‘BOGIE BEARINGS’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.08.1994 Repair ‘BRAKE LEVER’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60063

Details: wagon ‘AALY 60063 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
27.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60063 K’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60063 K’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE LEVER’.

AALY 60064

Details: wagon ‘AALY 60064 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 22.09.1993

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60064 T’

AALY 60065

Details: wagon ‘AALY 60065 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.07.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
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24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60065 F’
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.12.1993 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘AXLEBOX’.

AALY 60066

Details: wagon ‘AALY 60066 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 28.02.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60066 Y’
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60067

Details: wagon ‘AALY 60067 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60067 A’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60068

Details: wagon ‘AALY 60068 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995
Last Brake Cylinder: 11.08.1993
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11.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AACY 60068 J’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60068 J’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BRAKE LEVER’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60069

Details: wagon ‘AALY 60069 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60069 S’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60069 S’
17.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.
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AALY 60070

Details: wagon ‘AALY 60070 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60070 Y’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB101’.
17.12.1993 Repair ‘BRAKE LEVER’.
17.08.1994 Repair ‘BOGIE BEARINGS’.
28.02.1995 Repair ‘BRAKE BLOCK RB101’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60071

Details: wagon ‘AALY 60071 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60071 A’
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60072

Details: wagon ‘AALY 60072 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 7.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 24.09.1993

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
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24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60072 J’

AALY 60073

Details: wagon ‘AALY 60073 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

25.08.1993 Repair ‘EMPTY LOAD VALVE’.
25.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60073 S’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60073 S’
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE LEVER’.

AALY 60074

Details: wagon ‘AALY 60074 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.08.1994

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60074 E’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60074 E’
17.08.1994 Repair ‘BOGIE BEARINGS’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BRAKE LEVER’.

AALY 60075

Details: wagon ‘AALY 60075 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995
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17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60075 N’
21.07.1994 Repair ‘BOGIE BEARINGS’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60076

Details: wagon ‘AALY 60076 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 24.02.1995

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60076 W’
17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60076 W’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
24.02.1995 Repair ‘BRAKE LEVER’.
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AALY 60077

Details: wagon ‘AALY 60077 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.07.1994

02.09.1993 Repair ‘RESERVOIR SUPPORT’.
02.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60077 X’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.09.1993 Repair ‘VEHICLE RECLASSIFY’.
23.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60077 X’
20.07.1994 Repair ‘AXLEBOX’.

AALY 60078

Details: wagon ‘AALY 60078 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
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Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 19.07.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60078 R’
19.07.1994 Repair ‘AXLEBOX’.

AALY 60079

Details: wagon ‘AALY 60079 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.08.1994

11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘EMPTY LOAD VALVE’.
11.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60079 D’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
28.09.1993 Repair ‘VEHICLE RECLASSIFY’.
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28.09.1993 Issued at location ‘Parkeston’ with a previous code of wagon
‘AACY 60079 D’

31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BRAKE LEVER’.
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.

AALY 60080

Details: wagon ‘AALY 60080 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995
Last Triple Valve: 05.09.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60080 W’
17.08.1994 Repair ‘BOGIE BEARINGS’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BRAKE LEVER’.
31.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.08.1994 Repair ‘RESERVOIR SUPPORT’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60081

Details: wagon ‘AALY 60081 M’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60081 X’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60081 X’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60082

Details: wagon ‘AALY 60082 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
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BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.03.1995

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60082 R’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60082 R’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE LEVER’.
05.08.1994 Repair ‘BOGIE BEARINGS’.
28.02.1995 Repair ‘BRAKE BLOCK RB101’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.
21.03.1995 Repair ‘EMPTY LOAD VALVE’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60083

Details: wagon ‘AALY 60083 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 24.09.1993

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
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24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60083 D’

AALY 60084

Details: wagon ‘AALY 60084 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60084 M’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60084 M’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60085

Details: wagon ‘AALY 60085 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
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Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

23.09.1993 Repair ‘VEHICLE RECLASSIFY’.
23.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60085 V’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60086

Details: wagon ‘AALY 60086 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

119



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 27.10.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60086 H’
23.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.12.1993 Repair ‘BRAKE BLOCK RB101’.
27.10.1994 Repair ‘BOGIE BEARINGS’.

AALY 60087

Details: wagon ‘AALY 60087 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60087 Q’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60087 Q’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.09.1993 Repair ‘VEHICLE RECLASSIFY’.

120



2.3. Wagon classification starting with ‘AAL’

23.09.1993 Issued at location ‘Mile End’ with a previous code of wagon
‘AACY 60087 Q’

01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60088

Details: wagon ‘AALY 60088 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.07.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60088 C’
15.12.1993 Repair ‘BRAKE BLOCK RB101’.
20.07.1994 Repair ‘AXLEBOX’.

AALY 60089

Details: wagon ‘AALY 60089 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
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Run Restriction: High Speed - Vehicle suitable for use on AN lines only on
gauge(s)shown‘

Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60089 L’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60090

Details: wagon ‘AALY 60090 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
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24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon
‘AACY 60090 H’

01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1995 Repair ‘BRAKE LEVER’.

AALY 60091

Details: wagon ‘AALY 60091 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 28.02.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60091 Q’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE LEVER’.
28.02.1995 Repair ‘BRAKE LEVER’.

AALY 60092

Details: wagon ‘AALY 60092 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
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Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60092 C’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60092 C’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60093

Details: wagon ‘AALY 60093 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

124



2.3. Wagon classification starting with ‘AAL’

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

30.09.1993 Repair ‘VEHICLE RECLASSIFY’.
30.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60093 L’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60094

Details: wagon ‘AALY 60094 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.03.1995

03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60094 U’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘AACY 60094 U’
21.07.1994 Repair ‘BOGIE BEARINGS’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.
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AALY 60095

Details: wagon ‘AALY 60095 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

27.09.1993 Repair ‘VEHICLE RECLASSIFY’.
27.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60095 G’
05.08.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘BRAKE BLOCK RB101’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60096

Details: wagon ‘AALY 60096 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
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Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 31.03.1995

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60096 P’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60096 P’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
23.09.1993 Repair ‘VEHICLE RECLASSIFY’.
23.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60096 P’
19.07.1994 Repair ‘AXLEBOX’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
31.03.1995 Repair ‘BRAKE BLOCK RB101’.
31.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60097

Details: wagon ‘AALY 60097 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994
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03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60097 B’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60097 B’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.

AALY 60098

Details: wagon ‘AALY 60098 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60098 K’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60098 K’
15.12.1993 Repair ‘BRAKE BLOCK RB101’.
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.

AALY 60099

Details: wagon ‘AALY 60099 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60099 T’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60099 T’
21.07.1994 Repair ‘BOGIE BEARINGS’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60100

Details: wagon ‘AALY 60100 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
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BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60100 L’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60100 L’
14.07.1994 Repair ‘AXLEBOX’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60101

Details: wagon ‘AALY 60101 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 01.09.1994

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
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24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon
‘AACY 60101 U’

01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE LEVER’.

AALY 60102

Details: wagon ‘AALY 60102 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 17.08.1994

31.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60102 G’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60102 G’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BRAKE LEVER’.
17.08.1994 Repair ‘BOGIE BEARINGS’.

AALY 60103

Details: wagon ‘AALY 60103 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60103 P’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60103 P’
21.07.1994 Repair ‘BOGIE BEARINGS’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AALY 60104

Details: wagon ‘AALY 60104 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 17.09.1993

27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60104 B’
11.09.1993 Repair ‘EMPTY LOAD VALVE’.
11.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60104 B’
17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60104 B’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

AALY 60105

Details: wagon ‘AALY 60105 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 24.09.1993

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60105 K’

AALY 60106

Details: wagon ‘AALY 60106 A’ in AN ‘Mainland Division’.

Owner: AN

133



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 28.02.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60106 T’
01.09.1994 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1994 Repair ‘BRAKE LEVER’.
28.02.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60107

Details: wagon ‘AALY 60107 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES
TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.

24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60107 F’
21.07.1994 Repair ‘BOGIE BEARINGS’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘BRAKE FULCRUM BRACKET’.

AALY 60108

Details: wagon ‘AALY 60108 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12m
Tare Weight: 4.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Date Built: 27.01.1993
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AACY;ROADRAILER BOGIE
BSG Code: HSRZ

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG CR
Return to Service Date: 20.03.1995

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60108 Y’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60108 Y’
17.09.1993 Alteration complete ‘RECLASSIFY 60 NO. ‘AACY’ ROADRAILER BOGIES

TO ‘AALY’. AACY 60049 - 60108. (RS4825)’. New class: ‘AALY’.
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AACY 60108 Y’
19.07.1994 Repair ‘AXLEBOX’.
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29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
20.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2.4 Wagon classification starting with ‘ABA’

ABAA 7001

06.06.1986 Reclassified from wagon ‘ABAA 7001 R’ to ’ wagon ‘AZBA 7001 W’.

ABAA 7018

Details: wagon ‘ABAA 7018 T’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 17.08.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 15.08.1984
Last Lift: 03.02.1983

ABAA 7028

Details: wagon ‘ABAA 7028 E’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 19.08.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 02.04.88;SOLD TO ARHS 04.11.88
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 04.11.1988
Last Lift: 12.03.1975

ABAA 7048

01.09.1987 Reclassified from wagon ‘ABAA 7048 U’ to ’ wagon ‘ABAY 7048 B’.

ABAA 7089

09.01.1991 Reclassified from wagon ‘ABAA 7089 P’ to ’ wagon ‘M 7089 Q’.

ABAA 7102

Details: wagon ‘ABAA 7102 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2230
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 08.09.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX MRP;ACC.TRAIN TOOL VAN;MILE END
BSG Code: DBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 09.09.1987
Due Triple Valve: 01.09.1988
Last Lift: 28.09.1970
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ABAA 7130

11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ABAA 7144

10.08.1989 Repair ‘VEHICLE SOLD’.

ABAA 7158

26.05.1987 Reclassified from wagon ‘ABAA 7158 M’ to ’ wagon ‘ABAY 7158 Q’.

ABAA 7176

27.07.1987 Reclassified from wagon ‘ABAA 7176 K’ to ’ wagon ‘ABAY 7176 Y’.

ABAA 7179

05.03.1990 Repair ‘VEHICLE SOLD’.

ABAA 7189

22.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ABAA 7200

Details: wagon ‘ABAA 7200 W’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 05.10.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 15.05.1986
Last Lift: 01.04.1979
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ABAA 7205

Details: wagon ‘ABAA 7205 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 06.10.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.10.87;SOLD TO ARHS 04.11.88
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 04.11.1988
Due Triple Valve: 01.02.1988
Last Lift: 04.03.1981

ABAA 7235

22.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ABAA 7237

29.07.1986 Reclassified from wagon ‘ABAA 7237 R’ to ’ wagon ‘AZBA 7237 W’.

ABAA 7261

04.09.1986 Reclassified from wagon ‘ABAA 7261 K’ to ’ wagon ‘AZBA 7261 P’.

ABAA 7299

19.07.1991 Reclassified from wagon ‘ABAA 7299 Y’ to ’ wagon ‘M 7299 P’.

ABAA 7301

Details: wagon ‘ABAA 7301 P’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
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Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 02.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.10.87;SOLD TO ARHS 25.10.88
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 25.10.1988
Last Lift: 30.03.1979

ABAA 7302

05.03.1990 Repair ‘VEHICLE SOLD’.

ABAA 7342

Details: wagon ‘ABAA 7342 K’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 12.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.10.87;SOLD TO ARHS 25.10.88
BSG Code: SBBZ

Capacity of 33 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WX AH
Return to Service Date: 25.10.1988
Last Lift: 23.02.1982

ABAA 7345

09.01.1991 Reclassified from wagon ‘ABAA 7345 Y’ to ’ wagon ‘M 7345 P’.

ABAA 7350

19.07.1991 Reclassified from wagon ‘ABAA 7350 A’ to ’ wagon ‘M 7350 B’.

ABAA 7352

Details: wagon ‘ABAA 7352 S’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Diagram Book Page No.: CB V-9
Date Built: 16.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: SOLD TO ARHS 18.11.88;ON GROUND STORAGE
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 18.11.1988
Last Lift: 03.12.1976

ABAA 7369

19.03.1991 Reclassified from wagon ‘ABAA 7369 U’ to ’ wagon ‘M 7369 V’.

ABAA 7483

08.08.1989 Repair ‘VEHICLE SOLD’.

ABAA 7486

Details: wagon ‘ABAA 7486 Q’ in AN ‘Mainland Division’.
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Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 18.12.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 14.12.1983
Last Lift: 27.08.1982

ABAA 7499

26.05.1987 Reclassified from wagon ‘ABAA 7499 F’ to ’ wagon ‘ABAY 7499 J’.

ABAF 7081

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

ABAF 7091

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

04.07.1989 Repair ‘NYLON HOSE’.
11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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ABAF 7097

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

08.08.1989 Repair ‘VEHICLE SOLD’.

ABAF 7151

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

ABAF 7268

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

ABAF 7366

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.
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ABAF 7368

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

10.11.1989 Repair ‘VEHICLE SOLD’.

ABAF 7472

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

14.01.1988 Alteration complete ‘RECLASSIFY ABAY TO ABAF - REFER RS4231
(RS3000)’. New class: ‘ABAF’.

11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ABAL 7311

19.03.1991 Reclassified from wagon ‘ABAL 7311 V’ to ’ wagon ‘M 7311 B’.

ABAY 7023

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

ABAY 7048

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

30.10.1989 Repair ‘VEHICLE SOLD’.

ABAY 7081

12.01.1989 Reclassified from wagon ‘ABAY 7081 Q’ to ’ wagon ‘ABAF 7081 J’.
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ABAY 7091

12.12.1988 Reclassified from wagon ‘ABAY 7091 B’ to ’ wagon ‘ABAF 7091 R’.

ABAY 7097

13.04.1988 Reclassified from wagon ‘ABAY 7097 J’ to ’ wagon ‘ABAF 7097 C’.

ABAY 7101

19.03.1991 Reclassified from wagon ‘ABAY 7101 F’ to ’ wagon ‘M 7101 C’.

ABAY 7151

27.09.1988 Reclassified from wagon ‘ABAY 7151 W’ to ’ wagon ‘ABAF 7151 P’.

ABAY 7158

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ABAY 7176

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

ABAY 7209

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

30.10.1989 Repair ‘VEHICLE SOLD’.

ABAY 7268

16.08.1988 Reclassified from wagon ‘ABAY 7268 X’ to ’ wagon ‘ABAF 7268 B’.

ABAY 7366

22.09.1988 Reclassified from wagon ‘ABAY 7366 U’ to ’ wagon ‘ABAF 7366 N’.
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ABAY 7368

07.06.1988 Reclassified from wagon ‘ABAY 7368 P’ to ’ wagon ‘ABAF 7368 X’.

ABAY 7472

02.09.1988 Reclassified from wagon ‘ABAY 7472 W’ to ’ wagon ‘ABAF 7472 P’.

ABAY 7499

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.

11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.5 Wagon classification starting with ‘ABB’

ABBA 39

19.07.1991 Reclassified from wagon ‘ABBA 39 F’ to ’ wagon ‘MG 39 R’.

ABBA 7155

11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ABBA 7236

24.09.1991 Reclassified from wagon ‘ABBA 7236 L’ to ’ wagon ‘M 7236 J’.

ABBA 7286

29.05.1991 Repair ‘VEHICLE SOLD’.

ABBA 7309

Details: wagon ‘ABBA 7309 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
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Date Built: 03.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 21.05.83;SOLD TO ARHS
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 22.06.1981
Last Lift: 22.06.1981

2.6 Wagon classification starting with ‘ABC’

ABCF 1155

14.01.1988 Alteration complete ‘RECLASSIFY ABCY TO ABCF - REFER RS4231
(RS3001)’. New class: ‘ABCF’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘DOOR COMPLETE’.
25.11.1989 Repair ‘EMPTY LOAD VALVE’.
25.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘DISCHARGE DOOR’.
30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ABCF 1163

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABCF 1175

Details: wagon ‘ABCF 1175 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 23.03.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABCY;CCE USE
BSG Code: DSBZ

Capacity of 46 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 25.01.1982

14.01.1988 Alteration complete ‘RECLASSIFY ABCY TO ABCF - REFER RS4231
(RS3001)’. New class: ‘ABCF’.

25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

ABCF 1179

Details: wagon ‘ABCF 1179 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 30.04.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABCY;CCE CONCRETE RESLEEPERING GANG
BSG Code: DSBZ

Capacity of 46 tonnes
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Fleet Grp Code: PB PZ AH
Return to Service Date: 15.11.1988
Due Triple Valve: 20.09.1989
Last Brake Cylinder: 20.09.1988
Last Single Car Test: 16.11.1988
Last Lift: 10.05.1977

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ABCY TO ABCF - REFER RS4231
(RS3001)’. New class: ‘ABCF’.

ABCF 1191

14.01.1988 Alteration complete ‘RECLASSIFY ABCY TO ABCF - REFER RS4231
(RS3001)’. New class: ‘ABCF’.

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.04.1992 Repair ‘DOOR LOCK MECHANISM’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ABCF 1198

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

ABCY 1127

27.11.1986 Reclassified from wagon ‘ABCY 1127 W’ to ’ wagon ‘AHDL 53 G’.

ABCY 1128

03.04.1987 Reclassified from wagon ‘ABCY 1128 X’ to ’ wagon ‘AHDL 75 R’.

ABCY 1129

06.11.1986 Reclassified from wagon ‘ABCY 1129 R’ to ’ wagon ‘AHDL 37 D’.
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ABCY 1135

19.12.1986 Reclassified from wagon ‘ABCY 1135 M’ to ’ wagon ‘AHDL 58 F’.

ABCY 1136

27.02.1987 Reclassified from wagon ‘ABCY 1136 V’ to ’ wagon ‘AHDL 68 N’.

ABCY 1138

27.03.1987 Reclassified from wagon ‘ABCY 1138 Q’ to ’ wagon ‘AHDL 74 X’.

ABCY 1139

01.03.1990 Reclassified from wagon ‘ABCY 1139 C’ to ’ wagon ‘AZBF 1139 R’.

ABCY 1141

26.05.1987 Reclassified from wagon ‘ABCY 1141 H’ to ’ wagon ‘AHDL 90 L’.

ABCY 1142

11.03.1987 Reclassified from wagon ‘ABCY 1142 Q’ to ’ wagon ‘AHDL 70 S’.

ABCY 1143

05.11.1986 Reclassified from wagon ‘ABCY 1143 C’ to ’ wagon ‘AHDL 43 V’.

ABCY 1144

12.05.1987 Reclassified from wagon ‘ABCY 1144 L’ to ’ wagon ‘AHDL 85 C’.

ABCY 1145

05.05.1987 Reclassified from wagon ‘ABCY 1145 U’ to ’ wagon ‘AHDL 82 V’.

ABCY 1146

20.11.1986 Reclassified from wagon ‘ABCY 1146 G’ to ’ wagon ‘AHDL 42 M’.

ABCY 1147

20.11.1986 Reclassified from wagon ‘ABCY 1147 P’ to ’ wagon ‘AHDL 39 V’.

ABCY 1148

11.02.1987 Reclassified from wagon ‘ABCY 1148 B’ to ’ wagon ‘AHDL 62 F’.

ABCY 1149

06.11.1986 Reclassified from wagon ‘ABCY 1149 K’ to ’ wagon ‘AHDL 40 R’.
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ABCY 1150

09.12.1986 Reclassified from wagon ‘ABCY 1150 G’ to ’ wagon ‘AHDL 56 K’.

ABCY 1152

Details: wagon ‘ABCY 1152 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 10.12.1952
Operating System: AN
Intended Use: GENERAL
Remarks: EX VC;CCE USE
BSG Code: DSBZ

Capacity of 46 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 15.06.1994
Last Lift: 17.11.1982

14.01.1988 Alteration ‘RECLASSIFY ABCY TO ABCF - REFER RS4231 (RS3001)’. New
class: ‘ABCF’.

30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1993 Repair ‘DOOR OPENING MECHANISM’.
30.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.

ABCY 1153

01.03.1990 Reclassified from wagon ‘ABCY 1153 K’ to ’ wagon ‘AZBF 1153 C’.

ABCY 1154

15.05.1987 Reclassified from wagon ‘ABCY 1154 T’ to ’ wagon ‘AHDL 86 L’.
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ABCY 1155

26.08.1988 Reclassified from wagon ‘ABCY 1155 F’ to ’ wagon ‘ABCF 1155 V’.

ABCY 1156

06.11.1986 Reclassified from wagon ‘ABCY 1156 Y’ to ’ wagon ‘AHDL 38 M’.

ABCY 1157

27.11.1986 Reclassified from wagon ‘ABCY 1157 A’ to ’ wagon ‘AHDL 44 H’.

ABCY 1158

23.02.1987 Reclassified from wagon ‘ABCY 1158 J’ to ’ wagon ‘AHDL 80 D’.

ABCY 1159

13.03.1987 Reclassified from wagon ‘ABCY 1159 S’ to ’ wagon ‘AHDL 71 E’.

ABCY 1160

09.12.1986 Reclassified from wagon ‘ABCY 1160 Y’ to ’ wagon ‘AHDL 52 U’.

ABCY 1161

27.11.1986 Reclassified from wagon ‘ABCY 1161 A’ to ’ wagon ‘AHDL 51 L’.

ABCY 1162

16.06.1987 Reclassified from wagon ‘ABCY 1162 J’ to ’ wagon ‘AHDL 89 P’.

ABCY 1163

19.10.1987 Reclassified from wagon ‘ABCY 1163 S’ to ’ wagon ‘ABCF 1163 L’.

ABCY 1165

27.11.1986 Reclassified from wagon ‘ABCY 1165 N’ to ’ wagon ‘AHDL 46 C’.

ABCY 1166

18.02.1987 Reclassified from wagon ‘ABCY 1166 W’ to ’ wagon ‘AHDL 64 A’.

ABCY 1167

05.11.1986 Reclassified from wagon ‘ABCY 1167 X’ to ’ wagon ‘AHDL 45 Q’.

ABCY 1168

19.12.1986 Reclassified from wagon ‘ABCY 1168 R’ to ’ wagon ‘AHDL 59 Y’.
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ABCY 1169

12.05.1987 Reclassified from wagon ‘ABCY 1169 D’ to ’ wagon ‘AHDL 84 Q’.

ABCY 1170

16.02.1987 Reclassified from wagon ‘ABCY 1170 W’ to ’ wagon ‘AHDL 63 Y’.

ABCY 1171

27.11.1986 Reclassified from wagon ‘ABCY 1171 X’ to ’ wagon ‘AHDL 47 L’.

ABCY 1173

02.12.1986 Reclassified from wagon ‘ABCY 1173 D’ to ’ wagon ‘AHDL 48 U’.

ABCY 1175

16.11.1988 Reclassified from wagon ‘ABCY 1175 V’ to ’ wagon ‘ABCF 1175 Y’.

ABCY 1176

22.12.1986 Reclassified from wagon ‘ABCY 1176 H’ to ’ wagon ‘AHDL 61 T’.

ABCY 1177

20.11.1986 Reclassified from wagon ‘ABCY 1177 Q’ to ’ wagon ‘AHDL 41 D’.

ABCY 1178

02.12.1986 Reclassified from wagon ‘ABCY 1178 C’ to ’ wagon ‘AHDL 54 P’.

ABCY 1179

05.02.1988 Reclassified from wagon ‘ABCY 1179 L’ to ’ wagon ‘ABCF 1179 E’.

ABCY 1180

01.12.1986 Reclassified from wagon ‘ABCY 1180 H’ to ’ wagon ‘AHDL 49 G’.

ABCY 1182

27.02.1987 Reclassified from wagon ‘ABCY 1182 C’ to ’ wagon ‘AHDL 67 E’.

ABCY 1184

29.08.1986 Reclassified from wagon ‘ABCY 1184 U’ to ’ wagon ‘AHDL 36 R’.

ABCY 1185

09.04.1987 Reclassified from wagon ‘ABCY 1185 G’ to ’ wagon ‘AHDL 78 V’.
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ABCY 1186

09.04.1987 Reclassified from wagon ‘ABCY 1186 P’ to ’ wagon ‘AHDL 77 M’.

ABCY 1189

10.02.1987 Reclassified from wagon ‘ABCY 1189 T’ to ’ wagon ‘AHDL 60 K’.

ABCY 1190

11.03.1987 Reclassified from wagon ‘ABCY 1190 P’ to ’ wagon ‘AHDL 69 W’.

ABCY 1191

02.06.1988 Reclassified from wagon ‘ABCY 1191 B’ to ’ wagon ‘ABCF 1191 R’.

ABCY 1192

14.07.1995 Repair ‘VEHICLE SOLD’.

ABCY 1194

27.03.1987 Reclassified from wagon ‘ABCY 1194 F’ to ’ wagon ‘AHDL 73 W’.

ABCY 1195

01.12.1986 Reclassified from wagon ‘ABCY 1195 Y’ to ’ wagon ‘AHDL 50 C’.

ABCY 1196

18.02.1987 Reclassified from wagon ‘ABCY 1196 A’ to ’ wagon ‘AHDL 65 J’.

ABCY 1197

26.05.1987 Reclassified from wagon ‘ABCY 1197 J’ to ’ wagon ‘AHDL 87 U’.

ABCY 1198

16.10.1987 Reclassified from wagon ‘ABCY 1198 S’ to ’ wagon ‘ABCF 1198 L’.

ABCY 1199

23.02.1987 Reclassified from wagon ‘ABCY 1199 E’ to ’ wagon ‘AHDL 66 S’.

ABCY 1200

20.04.1988 Reclassified from wagon ‘ABCY 1200 T’ to ’ wagon ‘AHDL 91 U’.

ABCY 1202

05.05.1987 Reclassified from wagon ‘ABCY 1202 Y’ to ’ wagon ‘AHDL 83 H’.
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ABCY 1203

02.12.1986 Reclassified from wagon ‘ABCY 1203 A’ to ’ wagon ‘AHDL 55 B’.

ABCY 1204

26.05.1987 Reclassified from wagon ‘ABCY 1204 J’ to ’ wagon ‘AHDL 88 G’.

ABCY 1205

10.12.1986 Reclassified from wagon ‘ABCY 1205 S’ to ’ wagon ‘AHDL 57 T’.

ABCY 1206

14.04.1987 Reclassified from wagon ‘ABCY 1206 E’ to ’ wagon ‘AHDL 79 H’.

2.7 Wagon classification starting with ‘ABD’

ABDF 1373

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.12.1989 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ABDY 1360

31.10.1986 Reclassified from wagon ‘ABDY 1360 X’ to ’ wagon ‘AHDL 34 W’.
05.11.1986 Reclassified from wagon ‘ABDY 1360 X’ to ’ wagon ‘AHDL 35 X’.

ABDY 1367

31.10.1986 Reclassified from wagon ‘ABDY 1367 C’ to ’ wagon ‘AHDL 32 E’.

ABDY 1369

25.06.1986 Reclassified from wagon ‘ABDY 1369 U’ to ’ wagon ‘AHDL 31 S’.

ABDY 1371

31.10.1986 Reclassified from wagon ‘ABDY 1371 C’ to ’ wagon ‘AHDL 33 N’.
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ABDY 1373

25.11.1987 Reclassified from wagon ‘ABDY 1373 U’ to ’ wagon ‘ABDF 1373 N’.

ABDY 1380

20.06.1986 Reclassified from wagon ‘ABDY 1380 B’ to ’ wagon ‘AHDL 30 J’.

ABDY 1395

14.08.1986 Reclassified from wagon ‘ABDY 1395 X’ to ’ wagon ‘AHDL 27 S’.

2.8 Wagon classification starting with ‘ABF’

ABFX 2444

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.07.1989 Repair ‘DOOR FRAME’.
05.07.1989 Repair ‘DOOR OPENING MECHANISM’.
05.07.1989 Repair ‘DOOR ROLLER’.
05.07.1989 Repair ‘DOOR SLIDE RAIL’.
11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘DOOR COMPLETE’.
11.07.1989 Repair ‘DOOR FRAME’.
11.07.1989 Repair ‘TRAIN PIPE (END)’.
11.07.1989 Repair ‘TRAIN PIPE’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘DOOR LOCK MECHANISM’.
22.08.1989 Repair ‘EMPTY LOAD VALVE’.
22.08.1989 Repair ‘END BRAKE COCK’.
22.08.1989 Repair ‘HANDRAILS END’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1989 Repair ‘HANDRAILS END’.
28.11.1989 Repair ‘DOOR LOCK MECHANISM’.
28.11.1989 Repair ‘YOKE CARRIER’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘DOOR LOCK MECHANISM’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘DOOR LOCK MECHANISM’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘HANDRAILS END’.
02.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘DOOR COMPLETE’.
09.10.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘BRAKE LEVER’.
04.08.1992 Repair ‘BRAKE PULL ROD’.
04.08.1992 Repair ‘DOOR COMPLETE’.
04.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1992 Repair ‘TRAIN PIPE (END)’.
13.08.1992 Repair ‘HANDRAILS END’.
21.04.1993 Repair ‘HANDRAILS END’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
05.05.1993 Repair ‘GRADE CONTROL VALVE’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Repair ‘STEP’.
13.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Reclassified from wagon ‘ABFX 2444 U’ to ’ wagon ‘RBFX 2444 Y’.

ABFX 2445

03.12.1996 Reclassified from wagon ‘ABFX 2445 G’ to ’ wagon ‘ABFY 2445 K’.

ABFX 2446

04.09.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
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ABFX 2447

09.12.1994 Reclassified from wagon ‘ABFX 2447 B’ to ’ wagon ‘RBFX 2447 S’.

ABFX 2448

14.11.1994 Reclassified from wagon ‘ABFX 2448 K’ to ’ wagon ‘RBFX 2448 E’.

ABFX 2451

06.12.1994 Reclassified from wagon ‘ABFX 2451 B’ to ’ wagon ‘RBFX 2451 S’.

ABFX 2452

11.01.1995 Reclassified from wagon ‘ABFX 2452 K’ to ’ wagon ‘RBFX 2452 E’.

ABFX 2453

29.07.1995 Reclassified from wagon ‘ABFX 2453 T’ to ’ wagon ‘ABFY 2453 A’.

ABFX 2461

22.07.1994 Reclassified from wagon ‘ABFX 2461 J’ to ’ wagon ‘RBFX 2461 D’.

ABFX 2462

08.11.1994 Reclassified from wagon ‘ABFX 2462 S’ to ’ wagon ‘RBFX 2462 M’.

ABFX 2464

13.05.1995 Reclassified from wagon ‘ABFX 2464 N’ to ’ wagon ‘ABFY 2464 R’.

ABFX 2468

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 2470

22.02.1995 Reclassified from wagon ‘ABFX 2470 X’ to ’ wagon ‘RBFX 2470 C’.

ABFX 2471

26.05.1994 Reclassified from wagon ‘ABFX 2471 R’ to ’ wagon ‘RBFX 2471 L’.

ABFX 2472

19.09.1994 Reclassified from wagon ‘ABFX 2472 D’ to ’ wagon ‘RBFX 2472 U’.
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ABFX 2473

05.12.1996 Reclassified from wagon ‘ABFX 2473 M’ to ’ wagon ‘ABFY 2473 Q’.

ABFX 2475

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1990 Repair ‘HANDRAILS’.
28.05.1990 Repair ‘HANDRAILS’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘END HOSE’.
03.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE PULL ROD’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1993 Repair ‘END HOSE’.
24.09.1993 Repair ‘DOOR COMPLETE’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.02.1994 Repair ‘TRAIN PIPE (END)’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.

ABFX 2476

08.08.1994 Reclassified from wagon ‘ABFX 2476 Q’ to ’ wagon ‘RBFX 2476 K’.
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ABFX 2478

02.11.1994 Reclassified from wagon ‘ABFX 2478 L’ to ’ wagon ‘RBFX 2478 F’.

ABFX 2479

23.11.1994 Reclassified from wagon ‘ABFX 2479 U’ to ’ wagon ‘RBFX 2479 Y’.

ABFX 2480

09.12.1994 Reclassified from wagon ‘ABFX 2480 Q’ to ’ wagon ‘RBFX 2480 K’.

ABFX 2481

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘END HOSE’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘DOOR COMPLETE’.
17.08.1989 Repair ‘DOOR LOCK MECHANISM’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘HANDRAILS END’.
10.04.1990 Repair ‘STEP’.
13.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘STEP’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘DOOR OPENING MECHANISM’.
08.03.1991 Repair ‘EMPTY LOAD VALVE’.
08.03.1991 Repair ‘GRADE CONTROL VALVE’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘HANDRAILS END’.
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19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.

ABFX 2484

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Repair ‘BRAKE PULL ROD’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘EMPTY LOAD VALVE’.
18.08.1989 Repair ‘GRADE CONTROL VALVE’.
18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.12.1989 Repair ‘COUPLER COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘EMPTY LOAD VALVE’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘DOOR COMPLETE’.
13.11.1990 Repair ‘DOOR LOCK MECHANISM’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘SIDE BEARER’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘DOOR LOCK MECHANISM’.
10.01.1991 Repair ‘DOOR OPENING MECHANISM’.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘DOOR FRAME’.
07.11.1991 Repair ‘DOOR LOCK MECHANISM’.
09.07.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘DOOR COMPLETE’.
23.07.1992 Repair ‘DOOR ROLLER’.
23.07.1992 Repair ‘END BRAKE COCK’.
23.07.1992 Repair ‘END FRAME MEMBER’.
23.07.1992 Repair ‘END HOSE’.
23.07.1992 Repair ‘TRAIN PIPE (END)’.
28.08.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BRAKE LEVER’.
17.12.1992 Repair ‘BRAKE PULL ROD’.
17.12.1992 Repair ‘CARD OR CLIP HOLDER’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘END BRAKE COCK’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1992 Repair ‘STEP’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘DOOR ROLLER’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BODY COMPLETE’.
28.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1993 Repair ‘BRAKE BLOCK RB95’.
28.04.1993 Repair ‘BRAKE PULL ROD’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1993 Repair ‘TRAIN PIPE’.
28.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
25.05.1993 Repair ‘HANDRAILS’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COUPLER COMPLETE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
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22.12.1994 Repair ‘VEHICLE COMPLETE’.

ABFX 2488

02.11.1994 Reclassified from wagon ‘ABFX 2488 T’ to ’ wagon ‘RBFX 2488 N’.

ABFX 2490

03.11.1994 Reclassified from wagon ‘ABFX 2490 B’ to ’ wagon ‘RBFX 2490 S’.

ABFX 2491

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1990 Repair ‘DOOR FRAME’.
09.01.1990 Repair ‘DOOR HINGES AND PINS’.
09.01.1990 Repair ‘DOOR LOCK MECHANISM’.
09.01.1990 Repair ‘DOOR ROLLER’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘DOOR LOCK MECHANISM’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Repair ‘STEP’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘DOOR LOCK MECHANISM’.
31.01.1992 Repair ‘DOOR ROLLER’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘END HOSE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.08.1992 Repair ‘DOOR LOCK MECHANISM’.
02.08.1992 Repair ‘DOOR LOCK MECHANISM’.
04.10.1992 Repair ‘STEP’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.11.1992 Repair ‘BRAKE CONTROL PIPE’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘END HOSE’.
04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘SIDE BEARER’.
04.11.1992 Repair ‘STRIKING CASTING’.
17.11.1992 Repair ‘STEP’.
22.04.1993 Repair ‘HANDRAILS END’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 2492

05.04.1994 Reclassified from wagon ‘ABFX 2492 T’ to ’ wagon ‘ABFY 2492 A’.

ABFX 2494

05.12.1994 Reclassified from wagon ‘ABFX 2494 Y’ to ’ wagon ‘RBFX 2494 X’.

ABFX 2496

05.01.1991 Reclassified from wagon ‘ABFX 2496 J’ to ’ wagon ‘ABFY 2496 N’.

ABFX 2498

07.07.1995 Reclassified from wagon ‘ABFX 2498 E’ to ’ wagon ‘ABFY 2498 X’.

ABFX 2502

03.11.1994 Reclassified from wagon ‘ABFX 2502 A’ to ’ wagon ‘RBFX 2502 R’.

ABFX 2503

09.12.1994 Reclassified from wagon ‘ABFX 2503 J’ to ’ wagon ‘RBFX 2503 D’.

ABFX 2506

30.05.1995 Reclassified from wagon ‘ABFX 2506 N’ to ’ wagon ‘ABFY 2506 R’.

ABFX 2507

06.12.1994 Reclassified from wagon ‘ABFX 2507 W’ to ’ wagon ‘RBFX 2507 Q’.

ABFX 2509

28.11.1994 Reclassified from wagon ‘ABFX 2509 R’ to ’ wagon ‘RBFX 2509 L’.

164



2.8. Wagon classification starting with ‘ABF’

ABFX 2510

09.12.1994 Reclassified from wagon ‘ABFX 2510 N’ to ’ wagon ‘RBFX 2510 H’.

ABFX 2512

04.11.1994 Reclassified from wagon ‘ABFX 2512 X’ to ’ wagon ‘RBFX 2512 C’.

ABFX 2648

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘BRAKE PULL ROD’.
10.07.1989 Repair ‘END HOSE’.
10.07.1989 Repair ‘TRAIN PIPE (END)’.
21.10.1989 Repair ‘HANDRAILS END’.
26.08.1990 Repair ‘DOOR OPENING MECHANISM’.
26.08.1990 Repair ‘END BRAKE COCK’.
10.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘HANDRAILS END’.
14.10.1992 Repair ‘TRAIN PIPE (END)’.
14.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘STRIKING CASTING’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE COMPLETE’.
10.09.1993 Repair ‘BRAKE LEVER’.
10.09.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

13.05.1995 Reclassified from wagon ‘ABFX 2648 B’ to ’ wagon ‘RBFX 2648 S’.
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ABFX 2649

28.12.1996 Reclassified from wagon ‘ABFX 2649 K’ to ’ wagon ‘ABFY 2649 Y’.

ABFX 2650

09.12.1994 Reclassified from wagon ‘ABFX 2650 G’ to ’ wagon ‘RBFX 2650 A’.

ABFX 2651

09.11.1994 Reclassified from wagon ‘ABFX 2651 P’ to ’ wagon ‘RBFX 2651 J’.

ABFX 2652

09.12.1994 Reclassified from wagon ‘ABFX 2652 B’ to ’ wagon ‘RBFX 2652 S’.

ABFX 2655

Details: wagon ‘ABFX 2655 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 23.10.93
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE
Return to Service Date: 22.10.1993
Due Triple Valve: 01.03.1997
Last Triple Valve: 23.05.1988
Last Single Car Test: 10.06.1992
Last Lift: 22.01.1986

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘END HOSE’.
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06.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1989 Repair ‘STEP’.
16.08.1989 Repair ‘END HOSE’.
16.08.1989 Repair ‘HANDRAILS END’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
22.02.1990 Repair ‘STEP’.
22.02.1990 Repair ‘STEP’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1990 Repair ‘EMPTY LOAD VALVE’.
01.03.1990 Repair ‘END HOSE’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1990 Repair ‘HOSE FITTINGS’.
01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BRAKE PULL ROD’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1990 Repair ‘BRAKE PULL ROD’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘DOOR COMPLETE’.
25.08.1990 Repair ‘DOOR LOCK MECHANISM’.
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Repair ‘END HOSE’.
25.08.1990 Repair ‘GRADE CONTROL VALVE’.
25.08.1990 Repair ‘HANDRAILS’.
25.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BRAKE BLOCK RB95’.
05.06.1992 Repair ‘BRAKE LEVER’.
05.06.1992 Repair ‘DOOR COMPLETE’.
05.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1992 Repair ‘TRAIN PIPE (END)’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
12.06.1992 Repair ‘DOOR LOCK MECHANISM’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.
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New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 2656

99.99.9999 Reclassified from wagon ‘ABFX 2656 Y’ to ’ wagon ‘ABFY 2656 S’.

ABFX 2658

22.11.1994 Reclassified from wagon ‘ABFX 2658 J’ to ’ wagon ‘RBFX 2658 D’.

ABFX 2661

14.11.1994 Reclassified from wagon ‘ABFX 2661 A’ to ’ wagon ‘RBFX 2661 R’.

ABFX 2664

22.11.1996 Reclassified from wagon ‘ABFX 2664 E’ to ’ wagon ‘ABFY 2664 X’.

ABFX 2666

09.12.1994 Reclassified from wagon ‘ABFX 2666 W’ to ’ wagon ‘RBFX 2666 Q’.

ABFX 2667

Details: wagon ‘ABFX 2667 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE
Last Triple Valve: 04.05.1993
Last Brake Cylinder: 24.09.1990
Last Single Car Test: 04.05.1993
Last Lift: 18.03.1986

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration complete ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND
‘ABNX’ VANS. (RS4146)’.

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘STEP’.
28.06.1990 Repair ‘END HOSE’.
27.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BRANCH PIPE’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘DOOR COMPLETE’.
31.05.1991 Repair ‘END BRAKE COCK’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
31.05.1991 Repair ‘TRAIN PIPE’.
31.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1991 Repair ‘WEAR PLATES & SADDLES’.
31.05.1991 Repair ‘YOKE CARRIER’.
07.10.1991 Repair ‘STEP’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘DOOR COMPLETE’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Repair ‘DOOR COMPLETE’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘STEP’.
01.12.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘DOOR COMPLETE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘ISOLATING COCK’.
30.04.1993 Repair ‘STEP’.
30.04.1993 Repair ‘TRAIN PIPE (END)’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 2669

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.08.1989 Repair ‘DOOR LOCK MECHANISM’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘GRADE CONTROL VALVE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
26.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘DOOR LOCK MECHANISM’.
29.05.1990 Repair ‘EMPTY LOAD VALVE’.
29.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1990 Repair ‘STEP’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘COUPLER KNUCKLE’.
13.05.1991 Repair ‘DOOR LOCK MECHANISM’.

170



2.8. Wagon classification starting with ‘ABF’

13.05.1991 Repair ‘EMPTY LOAD VALVE’.
13.05.1991 Repair ‘GRADE CONTROL VALVE’.
13.05.1991 Repair ‘HANDRAILS’.
13.05.1991 Repair ‘TRAIN PIPE (END)’.
13.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘DOOR LOCK MECHANISM’.
18.07.1991 Repair ‘END HOSE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Repair ‘COUPLER COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1993 Repair ‘YOKE COMPLETE’.
22.08.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Reclassified from wagon ‘ABFX 2669 D’ to ’ wagon ‘RBFX 2669 U’.

ABFX 2670

06.06.1994 Reclassified from wagon ‘ABFX 2670 W’ to ’ wagon ‘RBFX 2670 Q’.

ABFX 2671

06.10.1988 Reclassified from wagon ‘ABFX 2671 X’ to ’ wagon ‘ABFY 2671 M’.

ABFX 2672

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.01.1993 Repair ‘EMPTY LOAD VALVE’.
19.01.1993 Repair ‘END HOSE’.
19.01.1993 Repair ‘GRADE CONTROL VALVE’.
19.01.1993 Repair ‘HANDRAILS END’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
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ABFX 2673

Details: wagon ‘ABFX 2673 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE CN
Return to Service Date: 01.02.1992
Due Triple Valve: 01.01.1997
Last Triple Valve: 09.06.1988
Last Brake Cylinder: 24.08.1990
Last Single Car Test: 05.11.1990
Last Lift: 14.01.1987

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘DOOR OPENING MECHANISM’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.12.1989 Repair ‘END HOSE’.
10.12.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1990 Repair ‘BRAKE LEVER’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1990 Repair ‘DOOR OPENING MECHANISM’.
24.08.1990 Repair ‘DOOR SLIDE RAIL’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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24.08.1990 Repair ‘TRAIN PIPE (END)’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘DOOR COMPLETE’.
31.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.02.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 2676

14.11.1994 Reclassified from wagon ‘ABFX 2676 H’ to ’ wagon ‘RBFX 2676 B’.

ABFX 2677

09.12.1994 Reclassified from wagon ‘ABFX 2677 Q’ to ’ wagon ‘RBFX 2677 K’.

ABFX 2678

28.11.1994 Reclassified from wagon ‘ABFX 2678 C’ to ’ wagon ‘RBFX 2678 T’.

ABFX 2682

11.11.1994 Reclassified from wagon ‘ABFX 2682 C’ to ’ wagon ‘RBFX 2682 T’.

ABFX 2684

29.09.1994 Reclassified from wagon ‘ABFX 2684 U’ to ’ wagon ‘RBFX 2684 Y’.

ABFX 2685

09.12.1994 Reclassified from wagon ‘ABFX 2685 G’ to ’ wagon ‘RBFX 2685 A’.

ABFX 2687

15.03.1991 Reclassified from wagon ‘ABFX 2687 B’ to ’ wagon ‘ABFY 2687 F’.

ABFX 2788

09.12.1994 Reclassified from wagon ‘ABFX 2788 R’ to ’ wagon ‘RBFX 2788 L’.
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ABFX 2789

18.11.1994 Reclassified from wagon ‘ABFX 2789 D’ to ’ wagon ‘RBFX 2789 U’.

ABFX 2794

21.11.1994 Reclassified from wagon ‘ABFX 2794 M’ to ’ wagon ‘RBFX 2794 G’.

ABFX 2795

Details: wagon ‘ABFX 2795 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 12.09.1975
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 23.10.93
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: WR
Return to Service Date: 22.10.1993
Last Triple Valve: 31.08.1993
Last Brake Cylinder: 19.08.1992
Last Single Car Test: 03.04.1989
Last Lift: 31.08.1976

18.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.09.1990 Repair ‘DOOR LOCK MECHANISM’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘END BRAKE COCK’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘BODY COMPLETE’.
09.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘DOOR COMPLETE’.
09.02.1991 Repair ‘END BRAKE COCK’.
09.02.1991 Repair ‘END HOSE’.
09.02.1991 Repair ‘VEHICLE COMPLETE’.
09.02.1991 Repair ‘WHEEL SET’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘YOKE CARRIER’.
28.10.1991 Repair ‘END HOSE’.
09.07.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘DOOR COMPLETE’.
23.07.1992 Repair ‘DOOR LOCK MECHANISM’.
23.07.1992 Repair ‘END HOSE’.
23.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.08.1992 Repair ‘DOOR LOCK MECHANISM’.
19.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
14.08.1993 Repair ‘COUPLER KNUCKLE’.
14.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 2797

06.12.1994 Reclassified from wagon ‘ABFX 2797 Q’ to ’ wagon ‘RBFX 2797 K’.

ABFX 2799

09.12.1994 Reclassified from wagon ‘ABFX 2799 L’ to ’ wagon ‘RBFX 2799 F’.

ABFX 2802

08.07.1995 Reclassified from wagon ‘ABFX 2802 V’ to ’ wagon ‘RBFX 2802 P’.
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ABFX 2803

15.05.1995 Reclassified from wagon ‘ABFX 2803 H’ to ’ wagon ‘ABFY 2803 L’.

ABFX 2807

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

08.12.1989 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘END HOSE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 2808

06.04.1995 Reclassified from wagon ‘ABFX 2808 G’ to ’ wagon ‘RBFX 2808 A’.

ABFX 2809

09.01.1995 Reclassified from wagon ‘ABFX 2809 P’ to ’ wagon ‘RBFX 2809 J’.

ABFX 2810

05.06.1995 Reclassified from wagon ‘ABFX 2810 L’ to ’ wagon ‘RBFX 2810 F’.

ABFX 2813

08.08.1994 Reclassified from wagon ‘ABFX 2813 P’ to ’ wagon ‘RBFX 2813 J’.

ABFX 2814

99.99.9999 Reclassified from wagon ‘ABFX 2814 B’ to ’ wagon ‘ABFY 2814 F’.

ABFX 2815

03.11.1994 Reclassified from wagon ‘ABFX 2815 K’ to ’ wagon ‘RBFX 2815 E’.

ABFX 2816

28.10.1994 Reclassified from wagon ‘ABFX 2816 T’ to ’ wagon ‘RBFX 2816 N’.

ABFX 2818

07.07.1995 Reclassified from wagon ‘ABFX 2818 Y’ to ’ wagon ‘ABFY 2818 S’.
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ABFX 2819

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘NYLON HOSE’.
04.07.1989 Repair ‘END HOSE’.
04.09.1989 Repair ‘END HOSE’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘EMPTY LOAD VALVE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Repair ‘TRAIN PIPE (END)’.
31.01.1990 Repair ‘VEHICLE STENCILS’.
31.01.1990 Repair ‘YOKE CARRIER’.
08.04.1990 Repair ‘DOOR COMPLETE’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘DOOR LOCK MECHANISM’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘END BRAKE COCK’.
16.08.1990 Repair ‘END HOSE’.
16.08.1990 Repair ‘GRADE CONTROL VALVE’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRAKE PIN’.
05.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘END BRAKE COCK’.
05.06.1991 Repair ‘END HOSE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘WHEEL SET’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘EMPTY LOAD VALVE’.
15.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Repair ‘DOOR COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.
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New class: ‘RBFX’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.

ABFX 2820

99.99.9999 Reclassified from wagon ‘ABFX 2820 T’ to ’ wagon ‘RBFX 2820 N’.

ABFX 2824

22.08.1994 Reclassified from wagon ‘ABFX 2824 J’ to ’ wagon ‘RBFX 2824 D’.

ABFX 2826

04.06.1995 Reclassified from wagon ‘ABFX 2826 E’ to ’ wagon ‘RBFX 2826 V’.

ABFX 2827

07.07.1995 Reclassified from wagon ‘ABFX 2827 N’ to ’ wagon ‘ABFY 2827 R’.

ABFX 2828

11.05.1995 Reclassified from wagon ‘ABFX 2828 W’ to ’ wagon ‘ABFY 2828 D’.

ABFX 2830

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BRANCH PIPE’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DOOR COVERING’.
25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘DOOR SLIDE RAIL’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
05.04.1990 Repair ‘STEP’.
04.06.1990 Repair ‘STEP’.
04.04.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Repair ‘DOOR LOCK MECHANISM’.
03.10.1991 Repair ‘DOOR LOCK MECHANISM’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘DOOR LOCK MECHANISM’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘END HOSE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘TOP CENTRE PLATE’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘DOOR OPENING MECHANISM’.
05.05.1993 Repair ‘DOOR ROLLER’.
05.05.1993 Repair ‘TRAIN PIPE (END)’.
05.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.

ABFX 2831

09.12.1994 Reclassified from wagon ‘ABFX 2831 N’ to ’ wagon ‘RBFX 2831 H’.

ABFX 2832

11.11.1994 Reclassified from wagon ‘ABFX 2832 W’ to ’ wagon ‘RBFX 2832 Q’.
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ABFX 2834

20.12.1994 Reclassified from wagon ‘ABFX 2834 R’ to ’ wagon ‘RBFX 2834 L’.

ABFX 2837

07.01.1991 Reclassified from wagon ‘ABFX 2837 V’ to ’ wagon ‘ABFY 2837 C’.

ABFX 3090

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘DOOR LOCK MECHANISM’.
25.07.1989 Repair ‘END BRAKE COCK’.
25.07.1989 Repair ‘END HOSE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘STEP’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘HANDRAILS END’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘DOOR LOCK MECHANISM’.
26.10.1990 Repair ‘EMPTY LOAD VALVE’.
26.10.1990 Repair ‘END BRAKE COCK’.
26.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘DOOR COMPLETE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘END BRAKE COCK’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘DOOR LOCK MECHANISM’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1991 Repair ‘STEP’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
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10.01.1992 Repair ‘DOOR COMPLETE’.
10.01.1992 Repair ‘DOOR LOCK MECHANISM’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘DOOR LOCK MECHANISM’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.08.1992 Repair ‘DOOR LOCK MECHANISM’.
21.08.1992 Repair ‘HANDRAILS END’.
11.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1992 Repair ‘DOOR LOCK MECHANISM’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARINGS’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘DOOR OPENING MECHANISM’.
15.10.1992 Repair ‘DOOR ROLLER’.
15.10.1992 Repair ‘DOOR SLIDE RAIL’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘SIDE SHEET’.
22.11.1992 Repair ‘HANDRAILS END’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘END HOSE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1993 Repair ‘HANDRAILS END’.
15.06.1993 Repair ‘HANDRAILS END’.
28.07.1993 Repair ‘HANDRAILS END’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

05.09.1995 Repair ‘VEHICLE COMPLETE’.

ABFX 3091

14.11.1994 Reclassified from wagon ‘ABFX 3091 L’ to ’ wagon ‘RBFX 3091 F’.
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ABFX 3092

30.03.1995 Reclassified from wagon ‘ABFX 3092 U’ to ’ wagon ‘RBFX 3092 Y’.

ABFX 3093

10.11.1996 Reclassified from wagon ‘ABFX 3093 G’ to ’ wagon ‘ABFY 3093 K’.

ABFX 3096

14.12.1994 Reclassified from wagon ‘ABFX 3096 K’ to ’ wagon ‘RBFX 3096 E’.

ABFX 3098

09.11.1994 Reclassified from wagon ‘ABFX 3098 F’ to ’ wagon ‘RBFX 3098 W’.

ABFX 3099

09.12.1994 Reclassified from wagon ‘ABFX 3099 Y’ to ’ wagon ‘RBFX 3099 X’.

ABFX 3100

03.11.1994 Reclassified from wagon ‘ABFX 3100 G’ to ’ wagon ‘RBFX 3100 A’.

ABFX 3101

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘DOOR COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘WHEEL SET’.
03.04.1990 Repair ‘DOOR COMPLETE’.
03.04.1990 Repair ‘DOOR LOCK MECHANISM’.
03.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1990 Repair ‘STEP’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘DOOR COMPLETE’.
11.12.1990 Repair ‘DOOR LOCK MECHANISM’.
11.12.1990 Repair ‘END BRAKE COCK’.
11.12.1990 Repair ‘END HOSE’.
11.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1990 Repair ‘TRAIN PIPE (END)’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
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08.03.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘SIDE BEARER’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Repair ‘END BRAKE COCK’.
03.11.1991 Repair ‘END HOSE’.
03.11.1991 Repair ‘TRAIN PIPE (END)’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘DOOR ROLLER’.
25.02.1992 Repair ‘EMPTY LOAD VALVE’.
25.02.1992 Repair ‘GRADE CONTROL VALVE’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘STEP’.
28.05.1993 Repair ‘STEP’.
04.11.1993 Repair ‘DOOR LOCK MECHANISM’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 3104

02.08.1995 Reclassified from wagon ‘ABFX 3104 T’ to ’ wagon ‘ABFY 3104 A’.

ABFX 3107

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

27.10.1989 Repair ‘STEP’.
27.10.1989 Repair ‘STEP’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
09.05.1990 Repair ‘DOOR OPENING MECHANISM’.
09.05.1990 Repair ‘DOOR ROLLER’.
09.05.1990 Repair ‘ISOLATING COCK’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
09.05.1990 Repair ‘TRAIN PIPE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘DOOR LOCK MECHANISM’.
14.06.1990 Repair ‘DOOR SEAL’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
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14.06.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘END BRAKE COCK’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘TRAIN PIPE (END)’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 3108

14.06.1994 Reclassified from wagon ‘ABFX 3108 J’ to ’ wagon ‘RBFX 3108 D’.

ABFX 3109

Details: wagon ‘ABFX 3109 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 06.12.1993
Last Triple Valve: 23.02.1993
Last Single Car Test: 08.12.1993
Last Lift: 01.07.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.09.1989 Repair ‘END HOSE’.
22.10.1989 Repair ‘END HOSE’.
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09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘DOOR COMPLETE’.
09.07.1990 Repair ‘END BRAKE COCK’.
09.07.1990 Repair ‘END HOSE’.
09.07.1990 Repair ‘SIDE BEARER’.
09.07.1990 Repair ‘SIDE BEARER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.11.1991 Repair ‘DOOR LOCK MECHANISM’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘DOOR SLIDE RAIL’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘DOOR COMPLETE’.
23.02.1993 Repair ‘EMPTY LOAD VALVE’.
23.02.1993 Repair ‘GRADE CONTROL VALVE’.
23.02.1993 Repair ‘RELAY VALVE’.
06.09.1993 Repair ‘STEP’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘END HOSE’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 3110

09.12.1994 Reclassified from wagon ‘ABFX 3110 Y’ to ’ wagon ‘RBFX 3110 X’.

ABFX 3118

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.08.1989 Repair ‘DOOR OPENING MECHANISM’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘DOOR LOCK MECHANISM’.
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22.01.1990 Repair ‘END BRAKE COCK’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘DOOR LOCK MECHANISM’.
24.01.1990 Repair ‘EMPTY LOAD VALVE’.
24.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘DOOR LOCK MECHANISM’.
10.01.1992 Repair ‘DOOR OPENING MECHANISM’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
10.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘DOOR LOCK MECHANISM’.
26.05.1992 Repair ‘TRAIN PIPE (END)’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
28.05.1992 Repair ‘VEHICLE STENCILS’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BRAKE LEVER’.
15.09.1992 Repair ‘BRAKE PULL ROD’.
15.09.1992 Repair ‘COUPLER KNUCKLE’.
15.09.1992 Repair ‘EMPTY LOAD VALVE’.
15.09.1992 Repair ‘END BRAKE COCK’.
15.09.1992 Repair ‘END HOSE’.
15.09.1992 Repair ‘GRADE CONTROL VALVE’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
12.12.1993 Repair ‘STEP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

03.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Reclassified from wagon ‘ABFX 3118 R’ to ’ wagon ‘RBFX 3118 L’.
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ABFX 3119

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE SPRING’.
24.08.1989 Repair ‘DOOR COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
25.09.1989 Repair ‘COUPLER COMPLETE’.
25.09.1989 Repair ‘STEP’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘DOOR LOCK MECHANISM’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘DOOR SEAL’.
02.11.1989 Repair ‘STRIKING CASTING’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘EMPTY LOAD VALVE’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘DOOR LOCK MECHANISM’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
20.10.1990 Repair ‘DOOR LOCK MECHANISM’.
09.01.1991 Repair ‘DOOR LOCK MECHANISM’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.12.1991 Repair ‘DOOR LOCK MECHANISM’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘DOOR COMPLETE’.
05.05.1992 Repair ‘END BRAKE COCK’.
05.05.1992 Repair ‘END BRAKE COCK’.
05.05.1992 Repair ‘END HOSE’.
05.05.1992 Repair ‘TRAIN PIPE (END)’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘STEP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
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ABFX 3121

04.08.1994 Reclassified from wagon ‘ABFX 3121 X’ to ’ wagon ‘RBFX 3121 C’.

ABFX 3123

Details: wagon ‘ABFX 3123 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR
Return to Service Date: 28.10.1993
Last Brake Cylinder: 24.11.1989
Last Single Car Test: 11.05.1993
Last Lift: 20.09.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

13.07.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘DOOR COMPLETE’.
23.11.1989 Repair ‘DOOR LOCK MECHANISM’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘COUPLER KNUCKLE’.
06.01.1990 Repair ‘DOOR LOCK MECHANISM’.
06.01.1990 Repair ‘EMPTY LOAD VALVE’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘DOOR ROLLER’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘DOOR LOCK MECHANISM’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘DOOR LOCK MECHANISM’.
14.01.1992 Repair ‘END HOSE’.
14.01.1992 Repair ‘TRAIN PIPE (END)’.
14.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
22.05.1992 Repair ‘YOKE CARRIER’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘DOOR COMPLETE’.
10.05.1993 Repair ‘DOOR ROLLER’.
10.05.1993 Repair ‘END HOSE’.
10.05.1993 Repair ‘TRAIN PIPE (END)’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
20.06.1993 Repair ‘STEP’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘TRAIN PIPE’.
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
27.08.1993 Repair ‘GRADE CONTROL VALVE’.
27.08.1993 Repair ‘ROOF SHEET’.
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06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.
New class: ‘RBFX’.

03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 3124

14.10.1994 Reclassified from wagon ‘ABFX 3124 M’ to ’ wagon ‘RBFX 3124 G’.

ABFX 3125

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE COMPLETE’.
05.03.1990 Repair ‘TRAIN PIPE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘DOOR COVERING’.
01.08.1990 Repair ‘DOOR FRAME’.
01.08.1990 Repair ‘DOOR LOCK MECHANISM’.
01.08.1990 Repair ‘DOOR OPENING MECHANISM’.
01.08.1990 Repair ‘DOOR SEAL’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘END FRAME MEMBER’.
01.08.1990 Repair ‘END HOSE’.
01.08.1990 Repair ‘HANDRAILS END’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘ROOF COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE STENCILS’.
08.12.1990 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.04.1992 Repair ‘DOOR LOCK MECHANISM’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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ABFX 3126

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.10.1990 Repair ‘DOOR COMPLETE’.
06.02.1991 Repair ‘DOOR COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘END HOSE’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘DOOR COMPLETE’.
23.11.1992 Repair ‘END BRAKE COCK’.
23.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘BRANCH PIPE’.
11.05.1993 Repair ‘DOOR COMPLETE’.
11.05.1993 Repair ‘DOOR LOCK MECHANISM’.
11.05.1993 Repair ‘DOOR OPENING MECHANISM’.
11.05.1993 Repair ‘DOOR ROLLER’.
11.05.1993 Repair ‘DOOR ROLLER’.
11.05.1993 Repair ‘DOOR SEAL’.
11.05.1993 Repair ‘TRAIN PIPE (END)’.
11.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

08.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Reclassified from wagon ‘ABFX 3126 H’ to ’ wagon ‘RBFX 3126 B’.

ABFX 3127

22.11.1994 Reclassified from wagon ‘ABFX 3127 Q’ to ’ wagon ‘RBFX 3127 K’.

ABFX 3136

29.11.1996 Reclassified from wagon ‘ABFX 3136 P’ to ’ wagon ‘ABFY 3136 T’.
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ABFX 4400

09.12.1994 Reclassified from wagon ‘ABFX 4400 K’ to ’ wagon ‘RBFX 4400 E’.

ABFX 4401

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.10.1989 Repair ‘AXLEBOX’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘DOOR FRAME’.
06.06.1990 Repair ‘DOOR LOCK MECHANISM’.
06.06.1990 Repair ‘DOOR OPENING MECHANISM’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1990 Repair ‘BRAKE LEVER’.
24.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘DOOR FRAME’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘STEP’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘DOOR LOCK MECHANISM’.
02.04.1992 Repair ‘EMPTY LOAD VALVE’.
02.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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20.06.1995 Reclassified from wagon ‘ABFX 4401 T’ to ’ wagon ‘RBFX 4401 N’.

ABFX 4402

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4403

14.04.1995 Reclassified from wagon ‘ABFX 4403 Y’ to ’ wagon ‘RBFX 4403 X’.

ABFX 4404

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘DOOR LOCK MECHANISM’.
06.07.1989 Repair ‘DOOR SLIDE RAIL’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘DOOR LOCK MECHANISM’.
11.01.1990 Repair ‘DOOR OPENING MECHANISM’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘DOOR ROLLER’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1991 Repair ‘SIDE SHEET’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB95’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘DOOR COMPLETE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘DOOR LOCK MECHANISM’.
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02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1993 Repair ‘STEP’.
20.06.1993 Repair ‘STEP’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 4406

29.12.1994 Reclassified from wagon ‘ABFX 4406 S’ to ’ wagon ‘RBFX 4406 M’.

ABFX 4407

21.11.1994 Reclassified from wagon ‘ABFX 4407 E’ to ’ wagon ‘RBFX 4407 V’.

ABFX 4408

18.11.1994 Reclassified from wagon ‘ABFX 4408 N’ to ’ wagon ‘RBFX 4408 H’.

ABFX 4409

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4410

17.11.1994 Reclassified from wagon ‘ABFX 4410 S’ to ’ wagon ‘RBFX 4410 M’.

ABFX 4412

26.03.1996 Reclassified from wagon ‘ABFX 4412 N’ to ’ wagon ‘ABFY 4412 R’.

ABFX 4413

08.12.1989 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘END BRAKE COCK’.
14.05.1992 Repair ‘END HOSE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 4414

23.05.1994 Reclassified from wagon ‘ABFX 4414 X’ to ’ wagon ‘RBFX 4414 C’.
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ABFX 4415

29.09.1994 Reclassified from wagon ‘ABFX 4415 R’ to ’ wagon ‘RBFX 4415 L’.

ABFX 4418

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.06.1991 Repair ‘VEHICLE COMPLETE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘END HOSE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘HANDRAILS END’.
05.08.1992 Repair ‘STEP’.
11.02.1993 Repair ‘HANDRAILS END’.
24.03.1993 Repair ‘END BRAKE COCK’.
24.03.1993 Repair ‘END HOSE’.
24.03.1993 Repair ‘TRAIN PIPE (END)’.
28.05.1993 Repair ‘STEP’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘END HOSE’.
18.11.1993 Repair ‘HAND RELEASE (AIR)’.
18.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1993 Repair ‘TOP CENTRE PLATE’.
18.11.1993 Repair ‘TRAIN PIPE (END)’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

23.09.1995 Reclassified from wagon ‘ABFX 4418 V’ to ’ wagon ‘RBFX 4418 P’.

ABFX 4420

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.

195



2. TIMS GROUP INFORMATION - WAGONS

04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘BRANCH PIPE’.
04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
04.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Repair ‘DOOR COMPLETE’.
04.08.1989 Repair ‘DOOR SEAL’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘END HOSE’.
04.08.1989 Repair ‘FLOOR SHEETING’.
04.08.1989 Repair ‘FLOOR SUPPORT’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘HANDRAILS END’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘RELAY VALVE’.
04.08.1989 Repair ‘STEP’.
04.08.1989 Repair ‘STRIKING CASTING’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘TRAIN PIPE’.
04.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1989 Repair ‘WEAR PLATES & SADDLES’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘VEHICLE COMPLETE’.
16.08.1989 Repair ‘VEHICLE STENCILS’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘DOOR LOCK MECHANISM’.
10.05.1990 Repair ‘DOOR SLIDE RAIL’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1990 Repair ‘STEP’.
22.07.1990 Repair ‘STEP’.
10.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘TRAIN PIPE (END)’.
03.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
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ABFX 4421

16.11.1994 Reclassified from wagon ‘ABFX 4421 M’ to ’ wagon ‘RBFX 4421 G’.

ABFX 4423

08.05.1995 Reclassified from wagon ‘ABFX 4423 H’ to ’ wagon ‘ABFY 4423 L’.

ABFX 4426

14.06.1995 Reclassified from wagon ‘ABFX 4426 L’ to ’ wagon ‘RBFX 4426 F’.

ABFX 4427

06.12.1994 Reclassified from wagon ‘ABFX 4427 U’ to ’ wagon ‘RBFX 4427 Y’.

ABFX 4428

16.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4429

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

26.07.1990 Repair ‘DOOR COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4430

07.07.1995 Reclassified from wagon ‘ABFX 4430 L’ to ’ wagon ‘ABFY 4430 P’.

ABFX 4432

09.12.1994 Reclassified from wagon ‘ABFX 4432 G’ to ’ wagon ‘RBFX 4432 A’.

ABFX 4433

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘CARD OR CLIP HOLDER’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘DOOR LOCK MECHANISM’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘END BRAKE COCK’.
04.07.1989 Repair ‘END BRAKE COCK’.
04.07.1989 Repair ‘END HOSE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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04.07.1989 Repair ‘WEAR PLATES & SADDLES’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘DOOR LOCK MECHANISM’.
26.10.1989 Repair ‘END HOSE’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1990 Repair ‘DOOR LOCK MECHANISM’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BRAKE PULL ROD’.
11.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Repair ‘HANDRAILS END’.
31.01.1991 Repair ‘END HOSE’.
31.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1991 Repair ‘STEP’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4435

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4438

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘CARD OR CLIP HOLDER’.
31.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘DOOR LOCK MECHANISM’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘END HOSE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘STEP’.
31.08.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE BLOCK RB95’.
08.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1990 Repair ‘DOOR LOCK MECHANISM’.
08.01.1990 Repair ‘DOOR OPENING MECHANISM’.
08.01.1990 Repair ‘DOOR ROLLER’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
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16.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1990 Repair ‘DOOR LOCK MECHANISM’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘END HOSE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘ROOF COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘COUPLER COMPLETE’.
01.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARERS’.
09.07.1991 Repair ‘DOOR LOCK MECHANISM’.
09.07.1991 Repair ‘END BRAKE COCK’.
09.07.1991 Repair ‘SIDE BEARER’.
09.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Repair ‘DOOR COMPLETE’.
12.03.1994 Repair ‘DOOR LOCK MECHANISM’.
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.06.1995 Repair ‘VEHICLE SOLD’.

ABFX 4442

Details: wagon ‘ABFX 4442 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 23.10.93
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BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WR
Return to Service Date: 22.10.1993
Due Triple Valve: 22.04.1997
Last Brake Cylinder: 07.05.1993
Last Single Car Test: 24.01.1991
Last Lift: 01.08.1981

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘DOOR LOCK MECHANISM’.
31.08.1989 Repair ‘DOOR OPENING MECHANISM’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Repair ‘STEP’.
22.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1989 Repair ‘COUPLER KNUCKLE’.
22.10.1989 Repair ‘DOOR LOCK MECHANISM’.
22.10.1989 Repair ‘END BRAKE COCK’.
22.10.1989 Repair ‘END HOSE’.
22.10.1989 Repair ‘TRAIN PIPE (END)’.
22.10.1989 Repair ‘WEAR PLATES & SADDLES’.
16.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘END HOSE’.
13.12.1990 Repair ‘TRAIN PIPE (END)’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BODY COMPLETE’.
23.01.1991 Repair ‘BRAKE BLOCK RB95’.
23.01.1991 Repair ‘CARD OR CLIP HOLDER’.
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Repair ‘DOOR FRAME’.
23.01.1991 Repair ‘DOOR LOCK MECHANISM’.
23.01.1991 Repair ‘HANDRAILS’.
23.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘DOOR LOCK MECHANISM’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘DOOR LOCK MECHANISM’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘STEP’.
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26.03.1991 Repair ‘TRAIN PIPE (END)’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘END HOSE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
29.04.1992 Repair ‘DOOR LOCK MECHANISM’.
29.04.1992 Repair ‘DOOR SLIDE RAIL’.
29.04.1992 Repair ‘FLOOR COMPLETE’.
07.05.1993 Repair ‘COUPLER COMPLETE’.
07.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘VEHICLE STENCILS’.
22.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 4443

30.05.1996 Reclassified from wagon ‘ABFX 4443 A’ to ’ wagon ‘ABFY 4443 E’.

ABFX 4445

Details: wagon ‘ABFX 4445 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN
Return to Service Date: 11.09.1994
Due Triple Valve: 19.02.1991
Last Brake Cylinder: 19.02.1990
Last Lift: 08.04.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘DOOR COMPLETE’.
08.11.1989 Repair ‘DOOR LOCK MECHANISM’.
08.11.1989 Repair ‘DOOR ROLLER’.
08.11.1989 Repair ‘END BRAKE COCK’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘EMPTY LOAD VALVE’.
19.02.1990 Repair ‘GRADE CONTROL VALVE’.
19.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘DOOR COMPLETE’.
19.09.1990 Repair ‘DOOR LOCK MECHANISM’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1990 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.06.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘END BRAKE COCK’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
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31.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1992 Repair ‘DOOR COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 4449

23.11.1994 Reclassified from wagon ‘ABFX 4449 X’ to ’ wagon ‘RBFX 4449 C’.

ABFX 4450

12.11.1996 Reclassified from wagon ‘ABFX 4450 E’ to ’ wagon ‘ABFY 4450 X’.

ABFX 4452

Details: wagon ‘ABFX 4452 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 23.10.93
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR
Return to Service Date: 22.10.1993
Last Brake Cylinder: 26.10.1990
Last Single Car Test: 05.05.1992

21.07.1989 Repair ‘END HOSE’.
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31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘END BRAKE COCK’.
31.07.1989 Repair ‘END HOSE’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
11.09.1989 Repair ‘END BRAKE COCK’.
11.09.1989 Repair ‘END HOSE’.
04.03.1990 Repair ‘DOOR LOCK MECHANISM’.
04.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.04.1990 Repair ‘COUPLER KNUCKLE’.
25.04.1990 Repair ‘DOOR COMPLETE’.
25.04.1990 Repair ‘EMPTY LOAD VALVE’.
25.04.1990 Repair ‘END HOSE’.
25.04.1990 Repair ‘GRADE CONTROL VALVE’.
25.04.1990 Repair ‘SIDE BEARER’.
25.04.1990 Repair ‘TRAIN PIPE (END)’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘DOOR LOCK MECHANISM’.
26.10.1990 Repair ‘EMPTY LOAD VALVE’.
26.10.1990 Repair ‘GRADE CONTROL VALVE’.
26.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘DOOR LOCK MECHANISM’.
01.11.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘END BRAKE COCK’.
27.04.1992 Repair ‘END HOSE’.
27.04.1992 Repair ‘TRAIN PIPE (END)’.
14.08.1992 Repair ‘HANDRAILS END’.
22.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFX 4456

05.04.1995 Reclassified from wagon ‘ABFX 4456 M’ to ’ wagon ‘ABFY 4456 Q’.
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ABFX 4464

27.03.1997 Reclassified from wagon ‘ABFX 4464 C’ to ’ wagon ‘ABFY 4464 G’.

ABFX 4468

17.07.1991 Reclassified from wagon ‘ABFX 4468 P’ to ’ wagon ‘ABFY 4468 T’.

ABFX 4470

19.07.1994 Reclassified from wagon ‘ABFX 4470 U’ to ’ wagon ‘RBFX 4470 Y’.

ABFX 4472

28.11.1994 Reclassified from wagon ‘ABFX 4472 P’ to ’ wagon ‘RBFX 4472 J’.

ABFX 4474

19.10.1995 Reclassified from wagon ‘ABFX 4474 K’ to ’ wagon ‘ABFY 4474 Y’.

ABFX 4475

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘DOOR COMPLETE’.
13.12.1991 Repair ‘DOOR LOCK MECHANISM’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4477

24.11.1994 Reclassified from wagon ‘ABFX 4477 Y’ to ’ wagon ‘RBFX 4477 X’.

ABFX 4479

30.04.1996 Reclassified from wagon ‘ABFX 4479 J’ to ’ wagon ‘ABFY 4479 N’.

ABFX 4481

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4482

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘DOOR LOCK MECHANISM’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘END HOSE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.05.1990 Repair ‘BOGIE BOLSTER’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘STEP’.
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1991 Repair ‘TOP CENTRE PLATE’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER COMPLETE’.
02.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1992 Repair ‘END HOSE’.
02.01.1992 Repair ‘FLOOR COMPLETE’.
02.01.1992 Repair ‘TOP CENTRE PLATE’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Repair ‘WEAR PLATES & SADDLES’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘EMPTY LOAD VALVE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
18.08.1992 Repair ‘TOP CENTRE PLATE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.02.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
15.04.1993 Repair ‘HANDRAILS END’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 4484

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFX 4486

30.11.1994 Reclassified from wagon ‘ABFX 4486 N’ to ’ wagon ‘RBFX 4486 H’.

ABFX 4488

07.07.1995 Reclassified from wagon ‘ABFX 4488 X’ to ’ wagon ‘ABFY 4488 M’.

ABFX 4490

15.05.1995 Reclassified from wagon ‘ABFX 4490 N’ to ’ wagon ‘ABFY 4490 R’.
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ABFX 4492

18.11.1994 Reclassified from wagon ‘ABFX 4492 X’ to ’ wagon ‘RBFX 4492 C’.

ABFX 4493

14.07.1989 Repair ‘END BRAKE COCK’.
14.07.1989 Repair ‘END HOSE’.
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1989 Repair ‘DOOR LOCK MECHANISM’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘END HOSE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
08.09.1990 Repair ‘BRAKE BLOCK RB95’.
08.09.1990 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘DOOR LOCK MECHANISM’.
10.09.1991 Repair ‘EMPTY LOAD VALVE’.
10.09.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.

ABFX 4495

06.03.1991 Reclassified from wagon ‘ABFX 4495 M’ to ’ wagon ‘ABFY 4495 Q’.

ABFX 4496

30.11.1994 Reclassified from wagon ‘ABFX 4496 V’ to ’ wagon ‘RBFX 4496 P’.

ABFX 4497

24.11.1994 Reclassified from wagon ‘ABFX 4497 H’ to ’ wagon ‘RBFX 4497 B’.

ABFX 4499

06.09.1994 Reclassified from wagon ‘ABFX 4499 C’ to ’ wagon ‘RBFX 4499 T’.
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ABFY 2443

Details: wagon ‘ABFY 2443 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 07.10.1996
Due Triple Valve: 29.05.1988
Last Brake Cylinder: 05.11.1991
Last Single Car Test: 05.01.1993
Last Lift: 17.06.1991

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
25.10.1989 Repair ‘DOOR OPENING MECHANISM’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘NYLON HOSE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2443 J’
10.06.1990 Repair ‘TRAIN PIPE (END)’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
07.02.1991 Repair ‘DOOR LOCK MECHANISM’.
07.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.07.1991 Repair ‘SIDE STEP’.
20.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
30.07.1991 Repair ‘HANDRAILS END’.
30.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2443 J’
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2443 J’
30.10.1992 Repair ‘HANDRAILS END’.
30.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘BRAKE BLOCK RB95’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘DOOR COVERING’.
21.12.1992 Repair ‘DOOR LOCK MECHANISM’.
21.12.1992 Repair ‘DOOR SEAL’.
21.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1992 Repair ‘TRAIN PIPE (END)’.
21.12.1992 Repair ‘TRAIN PIPE’.
21.12.1992 Repair ‘YOKE COMPLETE’.
21.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2443 J’
25.01.1993 Repair ‘HANDRAILS END’.
25.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
10.04.1993 Repair ‘HANDRAILS END’.
10.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
30.10.1993 Repair ‘HANDRAILS END’.
30.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
09.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RBFY 2443 J’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
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13.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2443 J’
31.12.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2443 J’
01.02.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2443 J’
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2443 J’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2443 J’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2443 J’
05.08.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2443 J’
01.10.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE RECLASSIFY’.
01.10.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2443 J’
07.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2445

Details: wagon ‘ABFY 2445 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 19.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX 2445 G
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BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 23.05.1994
Due Triple Valve: 01.09.1989
Last Triple Valve: 01.08.1988
Last Brake Cylinder: 12.08.1992
Last Single Car Test: 01.08.1988
Last Lift: 01.09.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Repair ‘DOOR LOCK MECHANISM’.
22.07.1989 Repair ‘DOOR SLIDE RAIL’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
22.07.1989 Repair ‘ISOLATING COCK’.
22.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1989 Repair ‘VEHICLE COMPLETE’.
22.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2445 G’
05.11.1989 Repair ‘HANDRAILS END’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2445 G’
17.03.1990 Repair ‘HANDRAILS END’.
17.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2445 G’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘DOOR LOCK MECHANISM’.
23.03.1990 Repair ‘EMPTY LOAD VALVE’.
23.03.1990 Repair ‘END HOSE’.
23.03.1990 Repair ‘GRADE CONTROL VALVE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2445 G’
14.11.1990 Repair ‘END BRAKE COCK’.
14.11.1990 Repair ‘END HOSE’.
14.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2445 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘DOOR COMPLETE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2445 G’
18.10.1992 Repair ‘HANDRAILS END’.
18.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2445 G’
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02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘TRAIN PIPE (END)’.
02.11.1992 Repair ‘VEHICLE COMPLETE’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2445 G’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘DOOR LOCK MECHANISM’.
28.07.1993 Repair ‘DOOR LOCK MECHANISM’.
28.07.1993 Repair ‘END HOSE’.
28.07.1993 Repair ‘HANDRAILS END’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2445 G’
17.10.1993 Repair ‘HANDRAILS END’.
17.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2445 G’
04.12.1993 Repair ‘STEP’.
04.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2445 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ABFX 2445 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

02.12.1996 Repair ‘VEHICLE RECLASSIFY’.
02.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2445 G’
03.12.1996 Repair ‘VEHICLE RECLASSIFY’.
03.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2445 G’

ABFY 2449

Details: wagon ‘ABFY 2449 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 04.02.1997
Due Triple Valve: 01.10.1995
Last Lift: 15.10.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.12.1990 Repair ‘TRAIN PIPE (END)’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2449 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.03.1994 Repair ‘BRAKE BLOCK RB95’.
12.03.1994 Repair ‘DOOR LOCK MECHANISM’.
12.03.1994 Repair ‘END BRAKE COCK’.
12.03.1994 Repair ‘END HOSE’.
12.03.1994 Repair ‘HANDRAILS END’.
12.03.1994 Repair ‘STEP’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2449 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2449 R’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2449 R’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2449 R’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2449 R’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.
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18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2449 R’
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2449 R’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2449 R’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2449 R’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2449 R’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2449 R’
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2449 R’
13.08.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2453

Details: wagon ‘ABFY 2453 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 01.01.1997
Last Brake Cylinder: 19.06.1991
Last Single Car Test: 29.06.1992
Last Lift: 01.09.1981

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE LEVER’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘DOOR LOCK MECHANISM’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2453 T’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘DOOR LOCK MECHANISM’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘STEP’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2453 T’
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
20.03.1991 Repair ‘STEP’.
20.03.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 2453 T’
29.03.1991 Repair ‘STEP’.
29.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘END BRAKE COCK’.
19.06.1991 Repair ‘END HOSE’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2453 T’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRANCH PIPE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR LOCK MECHANISM’.
19.08.1991 Repair ‘END HOSE’.
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19.08.1991 Repair ‘TRAIN PIPE’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2453 T’
06.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRANCH PIPE’.
25.06.1992 Repair ‘DOOR LOCK MECHANISM’.
25.06.1992 Repair ‘DOOR SLIDE RAIL’.
25.06.1992 Repair ‘TRAIN PIPE (END)’.
25.06.1992 Repair ‘YOKE CARRIER’.
25.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2453 T’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
17.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2453 T’
29.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE RECLASSIFY’.
29.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2453 T’
29.09.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2454

Details: wagon ‘ABFY 2454 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 16.02.1997
Due Triple Valve: 01.02.1992
Last Brake Cylinder: 09.08.1988
Last Single Car Test: 27.04.1992
Last Lift: 12.11.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1989 Repair ‘END BRAKE COCK’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘TRAIN PIPE (END)’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2454 D’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘DOOR OPENING MECHANISM’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2454 D’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DOOR LOCK MECHANISM’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2454 D’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.03.1991 Repair ‘END BRAKE COCK’.
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2454 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘VEHICLE STENCILS’.
22.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 2454 D’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘END BRAKE COCK’.
29.05.1991 Repair ‘END HOSE’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
29.05.1991 Repair ‘TRAIN PIPE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2454 D’
01.07.1991 Repair ‘STEP’.
01.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2454 D’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘TRAIN PIPE (END)’.
22.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2454 D’
30.11.1992 Repair ‘STEP’.
30.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2454 D’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2454 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFY 2454 D’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2454 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.
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06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2454 D’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2454 D’
01.10.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2454 D’
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2454 D’
05.01.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2454 D’
03.03.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2454 D’
22.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2454 D’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2454 D’
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2454 D’
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2454 D’
17.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2455

Details: wagon ‘ABFY 2455 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 22.10.1996
Last Brake Cylinder: 14.11.1988
Last Single Car Test: 24.04.1992
Last Lift: 15.04.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.11.1989 Repair ‘HANDRAILS END’.
12.11.1989 Repair ‘STEP’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘END HOSE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Repair ‘TRAIN PIPE’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BEARERS’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
19.12.1989 Repair ‘HANDRAILS END’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.02.1992 Repair ‘END HOSE’.
15.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
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15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRANCH PIPE’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DOOR LOCK MECHANISM’.
15.04.1992 Repair ‘DOOR OPENING MECHANISM’.
15.04.1992 Repair ‘DOOR ROLLER’.
15.04.1992 Repair ‘DOOR SLIDE RAIL’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘END HOSE’.
15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2455 M’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘DOOR COMPLETE’.
16.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
30.11.1992 Repair ‘HANDRAILS END’.
30.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
30.01.1993 Repair ‘HANDRAILS END’.
30.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2455 M’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

05.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
03.03.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2455 M’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 2455 M’
25.06.1996 Alteration ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO ‘ABFY‘(RETURNED

FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2455 M’
20.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2455 M’
28.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2455 M’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2455 M’
24.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2455 M’
03.09.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2455 M’
04.09.1996 Repair ‘VEHICLE RECLASSIFY’.
04.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 2455 M’
07.09.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2456

Details: wagon ‘ABFY 2456 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $17260
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: NS 134
Date Built: 07.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 23.01.1997
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 19.01.1993
Last Lift: 01.02.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘DOOR COVERING’.
22.01.1990 Repair ‘DOOR OPENING MECHANISM’.
22.01.1990 Repair ‘DOOR ROLLER’.
22.01.1990 Repair ‘END BRAKE COCK’.
22.01.1990 Repair ‘END BRAKE COCK’.
22.01.1990 Repair ‘NYLON HOSE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
27.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
30.05.1990 Issued at location ‘Melbourne’ with a previous code of wagon

‘RBFY 2456 V’
13.07.1990 Repair ‘STEP’.
13.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
01.08.1990 Repair ‘SIDE STEP’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
21.09.1990 Repair ‘CARD OR CLIP HOLDER’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DOOR LOCK MECHANISM’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
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21.09.1990 Repair ‘END BRAKE COCK’.
21.09.1990 Repair ‘END HOSE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘END BRAKE COCK’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1991 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.01.1991 Repair ‘END BRAKE COCK’.
17.01.1991 Repair ‘SIDE BEARER’.
17.01.1991 Repair ‘TRAIN PIPE (END)’.
17.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2456 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
19.03.1992 Repair ‘HANDRAILS END’.
19.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
19.06.1992 Repair ‘STEP’.
19.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BEARINGS’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RBFY 2456 V’
27.04.1993 Repair ‘HANDRAILS END’.
27.04.1993 Repair ‘STEP’.
27.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RBFY 2456 V’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2456 V’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

13.05.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
15.11.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
26.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2456 V’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2456 V’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2456 V’
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2456 V’
28.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2456 V’
25.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE RECLASSIFY’.
25.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2456 V’
23.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2457

Details: wagon ‘ABFY 2457 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 13.01.1997
Due Triple Valve: 09.04.1989
Last Brake Cylinder: 28.05.1993
Last Single Car Test: 02.03.1993
Last Lift: 01.08.1981

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1989 Repair ‘COUPLER COMPLETE’.
01.12.1989 Repair ‘DOOR LOCK MECHANISM’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘SIDE BEARER’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRANCH PIPE’.
17.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘DOOR LOCK MECHANISM’.
17.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘DOOR LOCK MECHANISM’.
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21.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2457 H’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘DOOR LOCK MECHANISM’.
29.03.1990 Repair ‘DOOR OPENING MECHANISM’.
29.03.1990 Repair ‘DOOR ROLLER’.
29.03.1990 Repair ‘DOOR SLIDE RAIL’.
29.03.1990 Repair ‘END BRAKE COCK’.
29.03.1990 Repair ‘END HOSE’.
29.03.1990 Repair ‘HANDRAILS END’.
29.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
29.03.1990 Repair ‘YOKE CARRIER’.
29.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2457 H’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘DOOR COMPLETE’.
24.04.1990 Repair ‘DOOR OPENING MECHANISM’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
25.04.1990 Repair ‘DOOR LOCK MECHANISM’.
25.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
08.07.1990 Repair ‘STEP’.
08.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
03.08.1990 Repair ‘STEP’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
10.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘DOOR COMPLETE’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘END BRAKE COCK’.
17.12.1991 Repair ‘END HOSE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
17.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘DOOR LOCK MECHANISM’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘END HOSE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
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31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE BLOCK RB95’.
25.02.1993 Repair ‘BRAKE CONTROL PIPE’.
25.02.1993 Repair ‘END BRAKE COCK’.
25.02.1993 Repair ‘HANDRAILS END’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1993 Repair ‘TRAIN PIPE (END)’.
25.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2457 H’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘DOOR LOCK MECHANISM’.
12.03.1993 Repair ‘SIDE BEARER’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘DOOR COMPLETE’.
28.05.1993 Repair ‘EMPTY LOAD VALVE’.
28.05.1993 Repair ‘END BRAKE COCK’.
28.05.1993 Repair ‘GRADE CONTROL VALVE’.
28.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1993 Repair ‘TRAIN PIPE (END)’.
28.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
21.11.1993 Repair ‘HANDRAILS END’.
21.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 2457 H’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
01.10.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
15.11.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
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15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2457 H’
05.05.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2457 H’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2457 H’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2457 H’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2457 H’
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2457 H’
27.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2458

Details: wagon ‘ABFY 2458 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CZ
Return to Service Date: 25.11.1996
Due Triple Valve: 01.07.1989
Last Brake Cylinder: 03.01.1991
Last Lift: 18.07.1984
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘END HOSE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘VEHICLE COMPLETE’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘DOOR COMPLETE’.
19.10.1989 Repair ‘HANDRAILS END’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Repair ‘GRADE CONTROL VALVE’.
25.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
03.01.1991 Repair ‘VEHICLE RECLASSIFY’.
03.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
01.02.1991 Repair ‘END HOSE’.
01.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 2458 M’
25.02.1991 Repair ‘DOOR LOCK MECHANISM’.
25.02.1991 Repair ‘SIDE STEP’.
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

25.06.1992 Repair ‘HANDRAILS END’.
25.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
10.01.1993 Repair ‘HANDRAILS END’.
10.01.1993 Repair ‘HANDRAILS END’.
10.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
31.01.1993 Repair ‘HANDRAILS END’.
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31.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RBFX 2458 M’

27.08.1993 Repair ‘HANDRAILS’.
27.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
03.10.1993 Repair ‘STEP’.
03.10.1993 Repair ‘TRAIN PIPE (END)’.
03.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
18.10.1993 Repair ‘DOOR LOCK MECHANISM’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2458 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.12.1994 Repair ‘VEHICLE RECLASSIFY’.
23.12.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2458 M’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE RECLASSIFY’.
23.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2458 M’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2459

Details: wagon ‘ABFY 2459 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $17260
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: NS 134
Date Built: 06.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 10.02.1997
Last Triple Valve: 05.06.1991
Last Brake Cylinder: 20.02.1989
Last Single Car Test: 14.05.1992
Last Lift: 01.10.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.11.1989 Repair ‘HANDRAILS’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
26.12.1989 Repair ‘TRAIN PIPE (END)’.
26.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE BEARERS’.
22.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1990 Repair ‘DOOR OPENING MECHANISM’.
22.01.1990 Repair ‘END BRAKE COCK’.
22.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1990 Repair ‘PAINT ROOF INTERIOR’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2459 C’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.07.1990 Repair ‘END BRAKE COCK’.
03.07.1990 Repair ‘END HOSE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2459 C’
04.07.1990 Repair ‘DOOR LOCK MECHANISM’.
04.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
15.01.1991 Repair ‘DOOR COMPLETE’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2459 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.05.1991 Repair ‘DOOR LOCK MECHANISM’.
09.05.1991 Repair ‘DOOR OPENING MECHANISM’.
09.05.1991 Repair ‘DOOR ROLLER’.
09.05.1991 Repair ‘DOOR SLIDE RAIL’.
09.05.1991 Repair ‘END HOSE’.
09.05.1991 Repair ‘END HOSE’.
09.05.1991 Repair ‘STEP’.
09.05.1991 Repair ‘TRAIN PIPE’.
09.05.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFY 2459 C’
14.06.1991 Repair ‘HANDRAILS END’.
14.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
29.07.1991 Repair ‘VEHICLE COMPLETE’.
29.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 2459 C’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘END BRAKE COCK’.
14.05.1992 Repair ‘END HOSE’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2459 C’
01.06.1992 Repair ‘DOOR COMPLETE’.
01.06.1992 Repair ‘DOOR LOCK MECHANISM’.
01.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
08.01.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
27.11.1993 Repair ‘END HOSE’.
27.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 2459 C’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2459 C’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
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12.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2459 C’
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2459 C’
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2459 C’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2459 C’
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2459 C’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2459 C’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2459 C’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE RECLASSIFY’.
10.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2459 C’
28.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
05.12.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2460

Details: wagon ‘ABFY 2460 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 08.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FSBZ
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Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 08.10.1996
Due Triple Valve: 23.07.1993
Last Brake Cylinder: 22.11.1989
Last Single Car Test: 04.11.1992
Last Lift: 01.09.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘END HOSE’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2460 V’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘DOOR LOCK MECHANISM’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘END BRAKE COCK’.
22.11.1989 Repair ‘END HOSE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1989 Repair ‘TRAIN PIPE (END)’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2460 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 2460 V’
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2460 V’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘DOOR LOCK MECHANISM’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2460 V’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BODY COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DOOR LOCK MECHANISM’.
20.10.1992 Repair ‘DOOR OPENING MECHANISM’.
20.10.1992 Repair ‘DOOR SLIDE RAIL’.
20.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1992 Repair ‘HANDRAILS END’.

235



2. TIMS GROUP INFORMATION - WAGONS

20.10.1992 Repair ‘STEP’.
20.10.1992 Repair ‘TRAIN PIPE (END)’.
20.10.1992 Repair ‘TRAIN PIPE’.
20.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2460 V’
07.02.1994 Repair ‘END BRAKE COCK’.
07.02.1994 Repair ‘END HOSE’.
07.02.1994 Repair ‘TRAIN PIPE (END)’.
07.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2460 V’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2460 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 2460 V’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2460 V’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2460 V’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2460 V’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2460 V’
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2460 V’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2460 V’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2460 V’
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2460 V’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2460 V’
22.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE RECLASSIFY’.
22.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2460 V’
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08.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2463

Details: wagon ‘ABFY 2463 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 25.05.1992
Last Lift: 09.02.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.09.1989 Repair ‘END HOSE’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘TRAIN PIPE (END)’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
30.04.1990 Repair ‘DOOR COMPLETE’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘DOOR LOCK MECHANISM’.
09.08.1990 Repair ‘DOOR ROLLER’.
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09.08.1990 Repair ‘EMPTY LOAD VALVE’.
09.08.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
08.10.1990 Repair ‘HANDRAILS END’.
08.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2463 C’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘DOOR COMPLETE’.
16.09.1992 Repair ‘DOOR FRAME’.
16.09.1992 Repair ‘DOOR LOCK MECHANISM’.
16.09.1992 Repair ‘EMPTY LOAD VALVE’.
16.09.1992 Repair ‘GRADE CONTROL VALVE’.
16.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1992 Repair ‘WEAR PLATES & SADDLES’.
16.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Repair ‘STANCHION’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2463 C’
10.12.1993 Repair ‘END HOSE’.
10.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 2463 C’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
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TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

01.10.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE RECLASSIFY’.
01.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
31.12.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
25.02.1996 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
05.05.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2463 C’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2463 C’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2463 C’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2463 C’
24.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2463 C’
12.09.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE RECLASSIFY’.
12.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2463 C’
25.09.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2464

Details: wagon ‘ABFY 2464 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 08.02.1972

239



2. TIMS GROUP INFORMATION - WAGONS

Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 30.01.1997
Last Triple Valve: 12.06.1991
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 12.08.1991
Last Lift: 01.12.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘DOOR LOCK MECHANISM’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2464 N’
09.01.1990 Repair ‘DOOR LOCK MECHANISM’.
09.01.1990 Repair ‘END HOSE’.
09.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2464 N’
26.03.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2464 N’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2464 N’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE COMPLETE’.
08.06.1990 Repair ‘COUPLER COMPLETE’.
08.06.1990 Repair ‘DOOR COMPLETE’.
08.06.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1990 Repair ‘TRAIN PIPE’.
08.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2464 N’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘DOOR LOCK MECHANISM’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
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10.08.1990 Repair ‘END HOSE’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
10.08.1990 Repair ‘HANDRAILS END’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2464 N’
02.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2464 N’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘DISCHARGE DOOR’.
03.10.1990 Repair ‘DOOR SLIDE RAIL’.
03.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2464 N’
15.01.1991 Repair ‘DOOR COMPLETE’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2464 N’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.04.1991 Repair ‘COUPLER KNUCKLE’.
02.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.04.1991 Repair ‘DOOR COMPLETE’.
02.04.1991 Repair ‘DOOR SLIDE RAIL’.
02.04.1991 Repair ‘END HOSE’.
02.04.1991 Repair ‘HANDRAILS’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘ROOF COMPLETE’.
02.04.1991 Repair ‘ROOF SHEET’.
02.04.1991 Repair ‘SIDE STEP’.
02.04.1991 Repair ‘STANCHION’.
02.04.1991 Repair ‘STEP’.
02.04.1991 Repair ‘TRAIN PIPE (END)’.
02.04.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘ABFX 2464 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRAKE BLOCK RB95’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘DOOR LOCK MECHANISM’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2464 N’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘DOOR LOCK MECHANISM’.
08.08.1991 Repair ‘END BRAKE COCK’.
08.08.1991 Repair ‘TRAIN PIPE (END)’.
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08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 2464 N’

16.08.1991 Repair ‘BOGIE COMPLETE’.
16.08.1991 Repair ‘ROOF COMPLETE’.
16.08.1991 Repair ‘VEHICLE COMPLETE’.
16.08.1991 Repair ‘VEHICLE STENCILS’.
16.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2464 N’
20.08.1991 Repair ‘BODY COMPLETE’.
20.08.1991 Repair ‘END HOSE’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2464 N’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

13.05.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2464 N’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2465

Details: wagon ‘ABFY 2465 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 18.10.1990
Last Single Car Test: 13.03.1989
Last Lift: 08.10.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.08.1989 Repair ‘STEP’.
10.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2465 D’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘DOOR LOCK MECHANISM’.
15.08.1989 Repair ‘END HOSE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2465 D’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘DOOR COMPLETE’.
03.10.1989 Repair ‘DOOR LOCK MECHANISM’.
03.10.1989 Repair ‘DOOR ROLLER’.
03.10.1989 Repair ‘DOOR SLIDE RAIL’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2465 D’
01.06.1990 Repair ‘DOOR LOCK MECHANISM’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2465 D’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1990 Repair ‘DOOR COMPLETE’.
18.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2465 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2465 D’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2465 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

30.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2465 D’
07.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2465 D’
21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2465 D’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

31.03.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2466

Details: wagon ‘ABFY 2466 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $17260
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 07.12.1996
Due Triple Valve: 06.06.1987
Last Brake Cylinder: 13.02.1989
Last Single Car Test: 01.06.1992
Last Lift: 06.11.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘END BRAKE COCK’.
08.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2466 C’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘DOOR LOCK MECHANISM’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2466 C’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘DOOR COMPLETE’.
23.02.1990 Repair ‘END HOSE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2466 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2466 C’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE BLOCK RB95’.
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29.05.1992 Repair ‘DOOR OPENING MECHANISM’.
29.05.1992 Repair ‘END BRAKE COCK’.
29.05.1992 Repair ‘END HOSE’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2466 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2466 C’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2466 C’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

26.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2466 C’
07.12.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2466 C’
14.12.1996 Repair ‘VEHICLE RECLASSIFY’.
14.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2466 C’

ABFY 2467

Details: wagon ‘ABFY 2467 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 26.11.1996
Due Triple Valve: 11.05.1988
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 04.01.1991
Last Lift: 31.07.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2467 L’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.03.1990 Repair ‘EMPTY LOAD VALVE’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘GRADE CONTROL VALVE’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2467 L’
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BRAKE PULL ROD’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘COUPLER KNUCKLE’.
03.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.01.1991 Repair ‘END HOSE’.
03.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2467 L’
18.03.1991 Repair ‘HANDRAILS END’.
18.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DOOR COMPLETE’.
12.06.1991 Repair ‘DOOR LOCK MECHANISM’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2467 L’
04.04.1992 Repair ‘STEP’.
04.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
22.12.1992 Repair ‘HANDRAILS END’.
22.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘DOOR COMPLETE’.
05.01.1993 Repair ‘END HOSE’.
05.01.1993 Repair ‘STEP’.
05.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2467 L’
02.06.1993 Repair ‘STEP’.
02.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
11.06.1993 Repair ‘DOOR LOCK MECHANISM’.
11.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘DOOR COVERING’.
06.08.1993 Repair ‘DOOR LOCK MECHANISM’.
06.08.1993 Repair ‘DOOR ROLLER’.
06.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
20.09.1993 Repair ‘STEP’.
20.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

28.05.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

22.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2467 L’
26.11.1996 Repair ‘VEHICLE COMPLETE’.
26.11.1996 Repair ‘VEHICLE RECLASSIFY’.
26.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2467 L’

ABFY 2469

Details: wagon ‘ABFY 2469 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 18.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 13.12.1996
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 10.04.1990
Last Single Car Test: 14.09.1988
Last Lift: 23.12.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2469 Q’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘DOOR ROLLER’.
10.04.1990 Repair ‘END HOSE’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DOOR COMPLETE’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.12.1990 Repair ‘DOOR LOCK MECHANISM’.
12.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BRANCH PIPE’.
09.07.1991 Repair ‘DOOR LOCK MECHANISM’.
09.07.1991 Repair ‘END BRAKE COCK’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2469 Q’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘DOOR COMPLETE’.
24.07.1991 Repair ‘DOOR LOCK MECHANISM’.
24.07.1991 Repair ‘DOOR ROLLER’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
29.07.1992 Repair ‘STEP’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2469 Q’
21.09.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2469 Q’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘CARD OR CLIP HOLDER’.
17.11.1993 Repair ‘TOP CENTRE PLATE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
15.01.1994 Repair ‘STEP’.
15.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2469 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFY 2469 Q’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
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BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE RECLASSIFY’.
09.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2469 Q’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2473

Details: wagon ‘ABFY 2473 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 13.02.1997
Last Brake Cylinder: 14.08.1990
Last Single Car Test: 25.05.1992
Last Lift: 12.04.1985
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE CONTROL PIPE’.
02.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2473 M’
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2473 M’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘DOOR COMPLETE’.
13.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1990 Repair ‘YOKE COMPLETE’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2473 M’
16.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2473 M’
13.04.1990 Repair ‘STEP’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2473 M’
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2473 M’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘DOOR FRAME’.
14.08.1990 Repair ‘DOOR LOCK MECHANISM’.
14.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1990 Repair ‘VEHICLE COMPLETE’.
14.08.1990 Repair ‘VEHICLE COMPLETE’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2473 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2473 M’
07.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2473 M’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

04.12.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2473 M’
05.12.1996 Repair ‘VEHICLE RECLASSIFY’.
05.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2473 M’
29.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2474

Details: wagon ‘ABFY 2474 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 24.09.1996
Due Triple Valve: 01.12.1991
Last Brake Cylinder: 08.04.1992
Last Lift: 02.12.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.09.1991 Repair ‘VEHICLE COMPLETE’.
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26.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon
‘RBFY 2474 T’

18.11.1991 Repair ‘BRAKE PULL ROD’.
18.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2474 T’
07.04.1992 Repair ‘HANDRAILS END’.
07.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2474 T’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1992 Repair ‘STEP’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2474 T’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Repair ‘TRAIN PIPE (END)’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2474 T’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘DISCHARGE DOOR’.
21.10.1993 Repair ‘DOOR HINGES AND PINS’.
21.10.1993 Repair ‘DOOR LOCK MECHANISM’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘HAND RELEASE (AIR)’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2474 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2474 T’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2474 T’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2474 T’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
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20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2474 T’
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2474 T’
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2474 T’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2474 T’
13.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2474 T’
14.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2474 T’
24.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE RECLASSIFY’.
24.09.1996 Repair ‘VEHICLE RECLASSIFY’.
24.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2474 T’

ABFY 2475

Details: wagon ‘ABFY 2475 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 22.01.1997
Last Triple Valve: 29.06.1988
Last Brake Cylinder: 03.04.1991
Last Single Car Test: 03.01.1989
Last Lift: 07.05.1981

25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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25.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RBFY 2475 F’

20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 2475 F’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2475 F’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2475 F’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2475 F’
03.09.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2475 F’
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2475 F’
19.11.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2475 F’
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2475 F’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2475 F’
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2475 F’
20.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2475 F’
29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE RECLASSIFY’.
29.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2475 F’
29.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2475 F’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
28.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 2477

Details: wagon ‘ABFY 2477 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 12.02.1997
Last Brake Cylinder: 22.08.1993
Last Single Car Test: 08.06.1994
Last Lift: 01.04.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
29.11.1989 Repair ‘END BRAKE COCK’.
29.11.1989 Repair ‘END HOSE’.
29.11.1989 Repair ‘TRAIN PIPE (END)’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
02.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘DOOR LOCK MECHANISM’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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24.08.1990 Repair ‘TRAIN PIPE (END)’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
31.10.1990 Repair ‘HANDRAILS END’.
31.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
04.02.1991 Repair ‘STEP’.
04.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘VEHICLE STENCILS’.
22.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2477 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘END HOSE’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
29.08.1991 Repair ‘STEP’.
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
16.04.1992 Repair ‘HANDRAILS END’.
16.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘DOOR COMPLETE’.
13.07.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
23.08.1992 Repair ‘STEP’.
23.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
04.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘BRAKE PULL ROD’.
21.08.1993 Repair ‘BRAKE PULL ROD’.
21.08.1993 Repair ‘COUPLER COMPLETE’.
21.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1993 Repair ‘COUPLER KNUCKLE’.
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21.08.1993 Repair ‘EMPTY LOAD VALVE’.
21.08.1993 Repair ‘HANDRAILS’.
21.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘DOOR LOCK MECHANISM’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘END HOSE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘YOKE CARRIER’.
10.01.1994 Repair ‘YOKE FOLLOWER’.
10.01.1994 Repair ‘YOKE PIN’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘EMPTY LOAD VALVE’.
28.01.1994 Repair ‘GRADE CONTROL VALVE’.
28.01.1994 Repair ‘STEP’.
28.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1994 Repair ‘END BRAKE COCK’.
31.05.1994 Repair ‘TRAIN PIPE’.
31.05.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 2477 T’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2477 T’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

26.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE RECLASSIFY’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2477 T’
05.05.1996 Repair ‘VEHICLE COMPLETE’.
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31.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2481

Details: wagon ‘ABFY 2481 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 24.01.1997
Last Single Car Test: 04.07.1989
Last Lift: 01.02.1982

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2481 T’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.
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19.11.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE RECLASSIFY’.
19.11.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2481 T’
24.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2482

Details: wagon ‘ABFY 2482 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 19.02.1997
Due Triple Valve: 01.03.1996
Last Triple Valve: 01.07.1992
Last Brake Cylinder: 09.01.1992
Last Single Car Test: 14.08.1991
Last Lift: 18.03.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.10.1989 Repair ‘SIDE STEP’.
10.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2482 J’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘DOOR LOCK MECHANISM’.
04.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
30.08.1990 Repair ‘STEP’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2482 J’
10.09.1990 Repair ‘STEP’.
10.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2482 J’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRAKE BLOCK RB95’.
09.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.08.1991 Repair ‘BRAKE LEVER’.
09.08.1991 Repair ‘BRAKE PULL ROD’.
09.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1991 Repair ‘END BRAKE COCK’.
09.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Repair ‘TRAIN PIPE (END)’.
09.08.1991 Repair ‘TRAIN PIPE’.
09.08.1991 Repair ‘YOKE COMPLETE’.
09.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2482 J’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Repair ‘WEAR PLATES & SADDLES’.
09.01.1992 Repair ‘WEAR PLATES & SADDLES’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
01.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2482 J’
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 2482 J’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE RECLASSIFY’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
10.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
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11.09.1995 Repair ‘VEHICLE RECLASSIFY’.
11.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
11.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
08.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
11.03.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2482 J’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
21.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
27.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
04.08.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
17.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
27.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE RECLASSIFY’.
27.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2482 J’
14.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2483

Details: wagon ‘ABFY 2483 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 134
Date Built: 14.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 22.01.1997
Last Brake Cylinder: 14.12.1990
Last Lift: 02.02.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1989 Repair ‘DOOR LOCK MECHANISM’.
12.09.1989 Repair ‘EMPTY LOAD VALVE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
12.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
17.11.1989 Repair ‘STEP’.
17.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2483 S’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘DOOR LOCK MECHANISM’.
04.01.1990 Repair ‘DOOR SLIDE RAIL’.
04.01.1990 Repair ‘END HOSE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2483 S’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR LOCK MECHANISM’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
21.11.1990 Repair ‘BRAKE BLOCK RB95’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘DOOR LOCK MECHANISM’.
21.11.1990 Repair ‘END HOSE’.
21.11.1990 Repair ‘END HOSE’.
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21.11.1990 Repair ‘HANDRAILS END’.
21.11.1990 Repair ‘SIDE BEARER’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
11.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE LEVER’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 2483 S’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2483 S’
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2483 S’
31.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
21.07.1996 Repair ‘VEHICLE COMPLETE’.
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21.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
24.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
03.09.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
22.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
09.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE RECLASSIFY’.
09.10.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2483 S’
22.01.1997 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2484

Details: wagon ‘ABFY 2484 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 10.04.1997
Due Triple Valve: 01.02.1992
Last Triple Valve: 21.12.1989
Last Brake Cylinder: 10.01.1991
Last Single Car Test: 03.05.1993
Last Lift: 29.03.1982
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04.01.1995 Repair ‘VEHICLE RECLASSIFY’.
04.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2484 A’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

10.04.1997 Repair ‘VEHICLE RECLASSIFY’.
10.04.1997 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2484 A’

ABFY 2485

Details: wagon ‘ABFY 2485 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 26.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 28.10.1996
Last Triple Valve: 21.08.1990
Last Brake Cylinder: 09.01.1989
Last Single Car Test: 05.11.1992
Last Lift: 10.10.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘END BRAKE COCK’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2485 J’
02.12.1989 Repair ‘STEP’.
02.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
05.02.1990 Repair ‘END HOSE’.
05.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 2485 J’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BEARINGS’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2485 J’
30.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1990 Repair ‘END HOSE’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
03.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
09.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.01.1992 Repair ‘STEP’.
10.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2485 J’
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2485 J’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BODY COMPLETE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DOOR COMPLETE’.
29.10.1992 Repair ‘DOOR LOCK MECHANISM’.
29.10.1992 Repair ‘DOOR OPENING MECHANISM’.
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29.10.1992 Repair ‘DOOR ROLLER’.
29.10.1992 Repair ‘DOOR SLIDE RAIL’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘END BRAKE COCK’.
29.10.1992 Repair ‘END SHEETING’.
29.10.1992 Repair ‘HITCH COMPLETE’.
29.10.1992 Repair ‘SIDE MEMBER’.
29.10.1992 Repair ‘TRAIN PIPE (END)’.
29.10.1992 Repair ‘TRAIN PIPE’.
29.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2485 J’
28.12.1992 Repair ‘STEP’.
28.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
07.04.1993 Repair ‘STEP’.
07.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘CARD OR CLIP HOLDER’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DOOR ROLLER’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2485 J’
04.11.1993 Repair ‘HANDRAILS END’.
04.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2485 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2485 J’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RBFX 2485 J’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2485 J’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.08.1995 Repair ‘VEHICLE RECLASSIFY’.
25.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2485 J’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.
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04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE RECLASSIFY’.
04.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2485 J’
12.07.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2486

Details: wagon ‘ABFY 2486 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 13.12.1996
Due Triple Valve: 14.04.1988
Last Brake Cylinder: 09.06.1993
Last Single Car Test: 14.12.1990
Last Lift: 18.10.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE PULL ROD’.
13.12.1990 Repair ‘CARD OR CLIP HOLDER’.
13.12.1990 Repair ‘DOOR COMPLETE’.
13.12.1990 Repair ‘DOOR LOCK MECHANISM’.
13.12.1990 Repair ‘END BRAKE COCK’.
13.12.1990 Repair ‘END HOSE’.
13.12.1990 Repair ‘HANDRAILS END’.
13.12.1990 Repair ‘SIDE BEARER’.
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13.12.1990 Repair ‘TRAIN PIPE (END)’.
13.12.1990 Repair ‘TRAIN PIPE’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2486 S’
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2486 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2486 S’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1992 Repair ‘END BRAKE COCK’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2486 S’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘END HOSE’.
09.06.1993 Repair ‘END SHEETING’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2486 S’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘DOOR LOCK MECHANISM’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘GRADE CONTROL VALVE’.
04.08.1993 Repair ‘WEAR PLATES & SADDLES’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2486 S’
15.10.1993 Repair ‘HANDRAILS END’.
15.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2486 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 2486 S’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
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FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

13.12.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE RECLASSIFY’.
13.12.1996 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 2486 S’

ABFY 2487

Details: wagon ‘ABFY 2487 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CZ AB
Return to Service Date: 20.02.1997
Due Triple Valve: 01.04.1988
Last Single Car Test: 16.11.1988
Last Lift: 01.11.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

19.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2487 E’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.08.1991 Repair ‘STEP’.
24.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2487 E’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘DOOR ROLLER’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
10.01.1992 Repair ‘WEAR PLATES & SADDLES’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2487 E’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘BRAKE LEVER’.
04.03.1992 Repair ‘DOOR LOCK MECHANISM’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2487 E’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘SIDE BEARER’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2487 E’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1992 Repair ‘DOOR COMPLETE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1992 Repair ‘STEP’.
22.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2487 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFX 2487 E’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2487 E’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

22.11.1996 Repair ‘VEHICLE COMPLETE’.
22.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2487 E’
05.01.1997 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2489

Details: wagon ‘ABFY 2489 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 06.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 19.02.1997
Due Triple Valve: 01.09.1990
Last Brake Cylinder: 26.03.1993
Last Single Car Test: 29.10.1991
Last Lift: 02.06.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
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21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘DOOR SLIDE RAIL’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2489 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
28.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.10.1991 Repair ‘END COMPLETE’.
28.10.1991 Repair ‘WEAR PLATES & SADDLES’.
28.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2489 W’
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2489 W’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘DOOR OPENING MECHANISM’.
26.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2489 W’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘TRAIN PIPE (END)’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2489 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2489 W’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2489 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
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SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

04.12.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE RECLASSIFY’.
04.12.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2489 W’
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2492

07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
07.07.1989 Repair ‘DOOR SLIDE RAIL’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2492 T’
03.09.1989 Repair ‘STEP’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2492 T’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR FRAME’.
27.04.1990 Repair ‘DOOR LOCK MECHANISM’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Repair ‘WEAR PLATES & SADDLES’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

12.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1990 Repair ‘DOOR LOCK MECHANISM’.
12.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2492 T’
27.12.1990 Repair ‘DOOR LOCK MECHANISM’.
27.12.1990 Repair ‘DOOR SLIDE RAIL’.
27.12.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘ABFX 2492 T’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.02.1991 Repair ‘DOOR LOCK MECHANISM’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
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15.02.1991 Repair ‘END HOSE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘COUPLER COMPLETE’.
02.04.1991 Repair ‘END SHEETING’.
02.04.1991 Repair ‘SIDE BEARER’.
02.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE RECLASSIFY’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘DOOR LOCK MECHANISM’.
29.07.1991 Repair ‘DOOR SLIDE RAIL’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

28.05.1992 Repair ‘CENTRE SILL’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
28.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2492 T’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘DOOR LOCK MECHANISM’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘GRADE CONTROL VALVE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Repair ‘VEHICLE RECLASSIFY’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
23.11.1992 Repair ‘STEP’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2492 T’
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05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2492 T’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ABFY 2493

Details: wagon ‘ABFY 2493 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 14.02.1997
Due Triple Valve: 18.02.1989
Last Triple Valve: 19.10.1989
Last Brake Cylinder: 08.03.1991
Last Single Car Test: 27.09.1988
Last Lift: 01.04.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.09.1989 Repair ‘END HOSE’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘DOOR LOCK MECHANISM’.
19.10.1989 Repair ‘DOOR SLIDE RAIL’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.10.1989 Repair ‘HANDRAILS END’.
19.10.1989 Repair ‘WEAR PLATES & SADDLES’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
04.08.1990 Repair ‘STEP’.
04.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
27.02.1991 Repair ‘STEP’.
27.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE LEVER’.
08.03.1991 Repair ‘BRAKE PULL ROD’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘DOOR COMPLETE’.
08.03.1991 Repair ‘EMPTY LOAD VALVE’.
08.03.1991 Repair ‘END BRAKE COCK’.
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Repair ‘GRADE CONTROL VALVE’.
08.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1991 Repair ‘STEP’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BRAKE PULL ROD’.
02.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1991 Repair ‘COUPLER KNUCKLE’.
02.04.1991 Repair ‘STEP’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
16.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘STEP’.
24.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘DOOR COMPLETE’.
14.07.1992 Repair ‘EMPTY LOAD VALVE’.
14.07.1992 Repair ‘END FRAME MEMBER’.
14.07.1992 Repair ‘GRADE CONTROL VALVE’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
11.08.1993 Repair ‘DOOR LOCK MECHANISM’.
11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 2493 D’
16.09.1993 Repair ‘TRAIN PIPE (END)’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
10.10.1993 Repair ‘DOOR LOCK MECHANISM’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
07.11.1993 Repair ‘DOOR LOCK MECHANISM’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
25.11.1993 Repair ‘DOOR LOCK MECHANISM’.
25.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 2493 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2493 D’
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
17.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
26.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2493 D’
31.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2493 D’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
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24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2493 D’
08.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2493 D’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE RECLASSIFY’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2493 D’
03.02.1997 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2495

Details: wagon ‘ABFY 2495 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 03.12.1996
Due Triple Valve: 30.12.1993
Last Brake Cylinder: 26.08.1992
Last Single Car Test: 04.02.1992
Last Lift: 01.03.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘DOOR COMPLETE’.
28.07.1989 Repair ‘DOOR LOCK MECHANISM’.
28.07.1989 Repair ‘END HOSE’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
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25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘CARD OR CLIP HOLDER’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘DOOR COMPLETE’.
25.01.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1990 Repair ‘END BRAKE COCK’.
25.01.1990 Repair ‘GRADE CONTROL VALVE’.
25.01.1990 Repair ‘SIDE BEARER’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘BRAKE PULL ROD’.
11.07.1990 Repair ‘DOOR LOCK MECHANISM’.
11.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
02.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2495 V’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1990 Repair ‘BRAKE LEVER’.
06.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1990 Repair ‘DOOR LOCK MECHANISM’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘HANDRAILS END’.
06.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘END HOSE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Repair ‘WEAR PLATES & SADDLES’.
14.06.1991 Repair ‘YOKE COMPLETE’.
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14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BEARINGS’.
27.08.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘TRAIN PIPE’.
03.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2495 V’
08.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1992 Repair ‘BRAKE LEVER’.
08.08.1992 Repair ‘BRAKE PULL ROD’.
08.08.1992 Repair ‘BRAKE PULL ROD’.
08.08.1992 Repair ‘DOOR COMPLETE’.
08.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘END BRAKE COCK’.
26.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2495 V’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2495 V’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2495 V’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP
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AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

02.07.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2495 V’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2495 V’
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2495 V’
05.05.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2495 V’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
04.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
14.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE RECLASSIFY’.
18.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2495 V’
22.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2496

Details: wagon ‘ABFY 2496 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 10.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Return to Service Date: 03.10.1996
Last Brake Cylinder: 06.11.1990
Last Single Car Test: 10.12.1992
Last Lift: 25.02.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2496 J’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘DOOR LOCK MECHANISM’.
22.09.1989 Repair ‘DOOR SLIDE RAIL’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
22.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1989 Repair ‘STEP’.
22.09.1989 Repair ‘VEHICLE COMPLETE’.
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2496 J’
27.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2496 J’
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2496 J’
01.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2496 J’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

285



2. TIMS GROUP INFORMATION - WAGONS

06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1990 Repair ‘DOOR LOCK MECHANISM’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘END HOSE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1990 Repair ‘STEP’.
06.11.1990 Repair ‘TRAIN PIPE (END)’.
06.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2496 J’
05.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1991 Repair ‘BOGIE BEARERS’.
05.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1991 Repair ‘COUPLER KNUCKLE’.
05.01.1991 Repair ‘DOOR LOCK MECHANISM’.
05.01.1991 Repair ‘EMPTY LOAD VALVE’.
05.01.1991 Repair ‘GRADE CONTROL VALVE’.
05.01.1991 Repair ‘VEHICLE RECLASSIFY’.
05.01.1991 Repair ‘VEHICLE STENCILS’.
05.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2496 J’
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘VEHICLE COMPLETE’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘SIDE BEARER’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
25.02.1991 Repair ‘HANDRAILS’.
07.03.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘HANDRAILS’.
04.07.1991 Repair ‘SIDE MEMBER’.
28.01.1992 Repair ‘GRAFFITI REMOVAL’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE COMPLETE’.
27.11.1992 Repair ‘COUPLER COMPLETE’.
27.11.1992 Repair ‘DOOR COMPLETE’.
27.11.1992 Repair ‘DOOR COMPLETE’.
27.11.1992 Repair ‘DOOR COMPLETE’.
27.11.1992 Repair ‘DOOR COMPLETE’.
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27.11.1992 Repair ‘DOOR FRAME’.
27.11.1992 Repair ‘DOOR FRAME’.
27.11.1992 Repair ‘DOOR LOCK MECHANISM’.
27.11.1992 Repair ‘DOOR LOCK MECHANISM’.
27.11.1992 Repair ‘DOOR SLIDE RAIL’.
27.11.1992 Repair ‘DOOR SLIDE RAIL’.
27.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.09.1993 Repair ‘STEP’.
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Repair ‘END BRAKE COCK’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE LEVER’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘HAND RELEASE (AIR)’.
20.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1993 Repair ‘WHEEL SET’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2498

Details: wagon ‘ABFY 2498 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 31.01.1997
Due Triple Valve: 22.11.1991
Last Brake Cylinder: 02.06.1992
Last Single Car Test: 02.06.1992
Last Lift: 01.06.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1989 Repair ‘DOOR LOCK MECHANISM’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END BRAKE COCK’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘WEAR PLATES & SADDLES’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘DOOR LOCK MECHANISM’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘END HOSE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
17.04.1990 Repair ‘DOOR LOCK MECHANISM’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2498 E’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘DOOR LOCK MECHANISM’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘END HOSE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘DOOR LOCK MECHANISM’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
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16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRANCH PIPE’.
01.02.1991 Repair ‘CARD OR CLIP HOLDER’.
01.02.1991 Repair ‘DOOR FRAME’.
01.02.1991 Repair ‘DOOR LOCK MECHANISM’.
01.02.1991 Repair ‘DOOR ROLLER’.
01.02.1991 Repair ‘DOOR SEAL’.
01.02.1991 Repair ‘END HOSE’.
01.02.1991 Repair ‘SIDE SHEET’.
01.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2498 E’
15.03.1991 Repair ‘ROOF COMPLETE’.
15.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2498 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘DOOR COMPLETE’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘END HOSE’.
05.07.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘TRAIN PIPE (END)’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
13.07.1991 Repair ‘STEP’.
13.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2498 E’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘DOOR COMPLETE’.
27.05.1992 Repair ‘HANDRAILS END’.
27.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1992 Repair ‘SHUNT PAD’.
27.05.1992 Repair ‘TRAIN PIPE’.
27.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2498 E’
28.08.1992 Repair ‘COUPLER KNUCKLE’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2498 E’
13.03.1994 Repair ‘DOOR COMPLETE’.
13.03.1994 Repair ‘DOOR LOCK MECHANISM’.
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13.03.1994 Repair ‘HANDRAILS END’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2498 E’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2498 E’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2498 E’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2498 E’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘Dimboola’ with a previous code of wagon ‘ABFX 2498 E’
08.11.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2499

Details: wagon ‘ABFY 2499 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 31.01.1997
Due Triple Valve: 22.09.1988
Last Brake Cylinder: 15.05.1993
Last Lift: 11.08.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘DOOR COMPLETE’.
05.09.1989 Repair ‘DOOR SLIDE RAIL’.
05.09.1989 Repair ‘END HOSE’.
05.09.1989 Repair ‘SIDE BEARER’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2499 H’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘DOOR LOCK MECHANISM’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2499 H’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘DOOR LOCK MECHANISM’.
27.09.1990 Repair ‘DOOR OPENING MECHANISM’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2499 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘STEP’.
19.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2499 H’
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘CARD OR CLIP HOLDER’.
15.05.1993 Repair ‘COUPLER KNUCKLE’.
15.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
15.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2499 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Snuggery’ with a previous code of wagon ‘RBFX 2499 H’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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10.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2499 H’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2499 H’
27.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2499 H’
31.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2500

Details: wagon ‘ABFY 2500 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 12.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 12.02.1997
Due Triple Valve: 01.11.1994
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 09.12.1992
Last Lift: 01.12.1983

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Repair ‘END HOSE’.
19.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘WHEEL SET’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Repair ‘END BRAKE COCK’.
17.11.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘WEAR PLATES & SADDLES’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
21.01.1990 Repair ‘BRAKE BLOCK RB95’.
21.01.1990 Repair ‘BRAKE LEVER’.
21.01.1990 Repair ‘BRAKE PULL ROD’.
21.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2500 W’
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2500 W’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1990 Repair ‘END BRAKE COCK’.
19.03.1990 Repair ‘END HOSE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘TRAIN PIPE’.
03.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2500 W’
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BRAKE PULL ROD’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Repair ‘TRAIN PIPE (END)’.
19.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2500 W’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BOLSTER’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
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11.10.1990 Repair ‘END BRAKE COCK’.
11.10.1990 Repair ‘END HOSE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘DOOR COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘TOP CENTRE PLATE’.
22.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2500 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘DOOR COMPLETE’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2500 W’
29.05.1992 Repair ‘STEP’.
29.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2500 W’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2500 W’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘END HOSE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘EMPTY LOAD VALVE’.
09.11.1993 Repair ‘GRADE CONTROL VALVE’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
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(NRC047)’. New class: ‘RBFX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2500 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2500 W’
03.10.1996 Repair ‘VEHICLE RECLASSIFY’.
03.10.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2500 W’
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2501

Details: wagon ‘ABFY 2501 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 20.02.1997
Last Brake Cylinder: 08.03.1989
Last Single Car Test: 19.10.1990
Last Lift: 07.01.1987
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘END BRAKE COCK’.
20.11.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2501 S’
13.03.1990 Repair ‘DOOR LOCK MECHANISM’.
13.03.1990 Repair ‘STEP’.
13.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2501 S’
29.03.1990 Repair ‘END HOSE’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2501 S’
20.04.1990 Repair ‘END HOSE’.
20.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2501 S’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘DOOR COMPLETE’.
15.10.1990 Repair ‘DOOR FRAME’.
15.10.1990 Repair ‘DOOR LOCK MECHANISM’.
15.10.1990 Repair ‘DOOR OPENING MECHANISM’.
15.10.1990 Repair ‘DOOR SEAL’.
15.10.1990 Repair ‘DOOR SLIDE RAIL’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘HANDRAILS END’.
15.10.1990 Repair ‘SIDE SHEET’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2501 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE CONTROL PIPE’.
26.07.1991 Repair ‘END HOSE’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2501 S’
28.08.1992 Repair ‘HANDRAILS END’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2501 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFY 2501 S’
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03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP
AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

30.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE RECLASSIFY’.
30.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2501 S’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2504

Details: wagon ‘ABFY 2504 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 21.01.1997
Due Triple Valve: 15.08.1988
Last Brake Cylinder: 26.11.1991
Last Single Car Test: 18.10.1988
Last Lift: 02.04.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘WHEEL SET’.
02.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Repair ‘END HOSE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
30.04.1990 Repair ‘DOOR COMPLETE’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2504 M’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘END BRAKE COCK’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
13.03.1994 Repair ‘DOOR LOCK MECHANISM’.
13.03.1994 Repair ‘END BRAKE COCK’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2504 M’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2504 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
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(NRC047)’. New class: ‘RBFX’.
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2504 M’
20.02.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2505

Details: wagon ‘ABFY 2505 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Fleet Grp Code: RZ RE AB
Return to Service Date: 27.03.1997
Last Triple Valve: 11.12.1990
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 11.05.1993
Last Lift: 01.02.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘DOOR OPENING MECHANISM’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
01.02.1990 Repair ‘DOOR LOCK MECHANISM’.
01.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2505 V’
13.02.1990 Repair ‘STEP’.
13.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘DOOR LOCK MECHANISM’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘SIDE SHEET’.
20.09.1990 Repair ‘WHEEL SET’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
07.04.1991 Repair ‘END HOSE’.
07.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘DOOR LOCK MECHANISM’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘END SHEETING’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
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14.06.1991 Repair ‘END HOSE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘SIDE COMPLETE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
19.08.1991 Repair ‘STEP’.
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BRAKE PULL ROD’.
28.08.1991 Repair ‘COUPLER COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘END BRAKE COCK’.
28.08.1991 Repair ‘END HOSE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1991 Repair ‘BRAKE LEVER’.
23.11.1991 Repair ‘BRAKE PULL ROD’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘DOOR COMPLETE’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’
20.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
17.08.1992 Repair ‘STEP’.
17.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
24.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
01.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2505 V’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘COUPLER COMPLETE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘DOOR FRAME’.
10.05.1993 Repair ‘DOOR LOCK MECHANISM’.
10.05.1993 Repair ‘DOOR OPENING MECHANISM’.
10.05.1993 Repair ‘DOOR ROLLER’.
10.05.1993 Repair ‘DOOR SLIDE RAIL’.
10.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘TRAIN PIPE (END)’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2505 V’
06.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
25.11.1993 Repair ‘SIDE BEARER’.
25.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2505 V’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2505 V’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.03.1997 Repair ‘VEHICLE RECLASSIFY’.
25.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2505 V’
27.03.1997 Repair ‘VEHICLE RECLASSIFY’.
27.03.1997 Repair ‘VEHICLE RECLASSIFY’.
27.03.1997 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2505 V’

ABFY 2506

Details: wagon ‘ABFY 2506 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX

302



2.8. Wagon classification starting with ‘ABF’

BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 25.09.1996
Due Triple Valve: 01.09.1994
Last Brake Cylinder: 06.02.1989
Last Lift: 13.05.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE SPRING’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2506 N’
20.02.1990 Repair ‘HANDRAILS END’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2506 N’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2506 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.
New class: ‘RBFX’.

06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2506 N’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2506 N’
12.06.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
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26.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2511

Details: wagon ‘ABFY 2511 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 24.10.1996
Due Triple Valve: 20.12.1989
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 19.01.1993
Last Lift: 01.03.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘END HOSE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
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21.02.1990 Repair ‘END HOSE’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2511 D’
21.01.1991 Repair ‘BRAKE PULL ROD’.
21.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2511 D’
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1991 Repair ‘TRAIN PIPE (END)’.
09.03.1991 Repair ‘VEHICLE STENCILS’.
09.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘HANDRAILS END’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2511 D’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘COUPLER KNUCKLE’.
13.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.09.1991 Repair ‘EMPTY LOAD VALVE’.
13.09.1991 Repair ‘GRADE CONTROL VALVE’.
13.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘CENTRE SILL’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘TRAIN PIPE (END)’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1992 Repair ‘VEHICLE COMPLETE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
22.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2511 D’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.01.1993 Repair ‘END HOSE’.
15.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ABFY 2511 D’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘TRAIN PIPE (END)’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2511 D’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2511 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

07.04.1996 Repair ‘VEHICLE COMPLETE’.
07.04.1996 Repair ‘VEHICLE RECLASSIFY’.
07.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2511 D’
04.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
28.09.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2649

Details: wagon ‘ABFY 2649 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.07.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX / ABFX 2649 K
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 27.04.1993
Due Triple Valve: 01.08.1996
Last Brake Cylinder: 25.06.1990
Last Single Car Test: 25.05.1992
Last Lift: 06.08.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.08.1989 Repair ‘END HOSE’.
04.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘DOOR LOCK MECHANISM’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2649 K’
11.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2649 K’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE COMPLETE’.
09.02.1990 Repair ‘BRAKE LEVER’.
09.02.1990 Repair ‘COUPLER KNUCKLE’.
09.02.1990 Repair ‘EMPTY LOAD VALVE’.
09.02.1990 Repair ‘END BRAKE COCK’.
09.02.1990 Repair ‘END HOSE’.
09.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2649 K’
02.04.1990 Repair ‘DOOR COMPLETE’.
02.04.1990 Repair ‘DOOR LOCK MECHANISM’.
02.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
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02.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘END BRAKE COCK’.
25.06.1990 Repair ‘END HOSE’.
25.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Repair ‘YOKE CARRIER’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2649 K’
19.08.1990 Repair ‘END HOSE’.
19.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
30.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1990 Repair ‘BRAKE LEVER’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Repair ‘SIDE BEARER’.
30.08.1990 Repair ‘STEP’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2649 K’
14.02.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Repair ‘VEHICLE STENCILS’.
14.02.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2649 K’
29.03.1991 Repair ‘DRAFT GEAR POCKET’.
29.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2649 K’
10.04.1993 Repair ‘CENTRE SILL’.
10.04.1993 Repair ‘COUPLER COMPLETE’.
10.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
27.04.1993 Repair ‘STEP’.
27.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2649 K’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
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‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.
28.12.1996 Repair ‘VEHICLE RECLASSIFY’.
28.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2649 K’

ABFY 2653

Details: wagon ‘ABFY 2653 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 13.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 13.11.1996
Last Triple Valve: 01.03.1988
Last Brake Cylinder: 03.10.1990
Last Single Car Test: 27.04.1992
Last Lift: 10.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2653 E’
16.11.1989 Repair ‘STEP’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2653 E’
07.12.1989 Repair ‘END HOSE’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2653 E’
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2653 E’
16.01.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2653 E’
28.09.1990 Repair ‘DOOR COMPLETE’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’
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03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘DOOR COMPLETE’.
03.10.1990 Repair ‘DOOR FRAME’.
03.10.1990 Repair ‘DOOR LOCK MECHANISM’.
03.10.1990 Repair ‘DOOR SEAL’.
03.10.1990 Repair ‘DOOR SLIDE RAIL’.
03.10.1990 Repair ‘END HOSE’.
03.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘EMPTY LOAD VALVE’.
31.07.1991 Repair ‘END BRAKE COCK’.
31.07.1991 Repair ‘GRADE CONTROL VALVE’.
31.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘ROOF SHEET’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’
08.01.1992 Repair ‘STEP’.
08.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2653 E’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘DOOR LOCK MECHANISM’.
14.04.1992 Repair ‘VEHICLE STENCILS’.
14.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2653 E’
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Repair ‘VEHICLE STENCILS’.
01.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2653 E’
23.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1993 Repair ‘COUPLER COMPLETE’.
23.01.1993 Repair ‘COUPLER KNUCKLE’.
23.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1993 Repair ‘END BRAKE COCK’.
23.01.1993 Repair ‘END HOSE’.
23.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DOOR LOCK MECHANISM’.
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30.04.1993 Repair ‘DOOR SLIDE RAIL’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2653 E’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

13.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE RECLASSIFY’.
13.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2653 E’

ABFY 2654

Details: wagon ‘ABFY 2654 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Fleet Grp Code: RZ RE CN AB
Return to Service Date: 23.10.1996
Last Brake Cylinder: 14.06.1990
Last Single Car Test: 25.05.1992
Last Lift: 01.12.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2654 N’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘DOOR OPENING MECHANISM’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2654 N’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘DOOR COMPLETE’.
19.09.1990 Repair ‘DOOR LOCK MECHANISM’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2654 N’
30.09.1990 Repair ‘END HOSE’.
30.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2654 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2654 N’
27.04.1993 Repair ‘HANDRAILS END’.
27.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2654 N’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2654 N’
22.03.1994 Repair ‘COUPLER COMPLETE’.
22.03.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 2654 N’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2654 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
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06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 2654 N’
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2654 N’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

20.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE RECLASSIFY’.
20.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2654 N’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2656

Details: wagon ‘ABFY 2656 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX 2656 Y
BSG Code: FXBZ

Capacity of 45 tonnes

313



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 02.01.1995
Last Brake Cylinder: 05.07.1991
Last Single Car Test: 22.01.1988
Last Lift: 02.07.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COUPLER COMPLETE’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘DOOR COMPLETE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘TRAIN PIPE (END)’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2656 Y’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘AXLEBOX’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.01.1990 Repair ‘DOOR LOCK MECHANISM’.
15.01.1990 Repair ‘DOOR SLIDE RAIL’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘END HOSE’.
15.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Repair ‘RELAY VALVE’.
15.01.1990 Repair ‘STEP’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.03.1990 Repair ‘DOOR LOCK MECHANISM’.
08.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1990 Repair ‘YOKE CARRIER’.
08.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘GRADE CONTROL VALVE’.
14.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2656 Y’
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2656 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘DOOR COMPLETE’.
05.07.1991 Repair ‘END HOSE’.
05.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
09.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2656 Y’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
27.11.1991 Repair ‘SIDE SHEET’.
27.11.1991 Repair ‘VEHICLE COMPLETE’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
17.07.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2656 Y’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘DOOR COMPLETE’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘DOOR LOCK MECHANISM’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
28.01.1993 Repair ‘SIDE MEMBER’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2656 Y’
17.10.1993 Repair ‘HANDRAILS END’.
17.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2656 Y’
25.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2656 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2656 Y’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2656 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
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SELECTED. (RS4907)’. New class: ‘ABFY’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

02.12.1996 Repair ‘VEHICLE RECLASSIFY’.
02.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2656 Y’
03.12.1996 Repair ‘VEHICLE RECLASSIFY’.
03.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2656 Y’

ABFY 2659

Details: wagon ‘ABFY 2659 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 24.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.02.1997
Last Brake Cylinder: 26.09.1990
Last Single Car Test: 03.10.1988
Last Lift: 26.05.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
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25.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1989 Repair ‘DOOR LOCK MECHANISM’.
25.11.1989 Repair ‘DOOR OPENING MECHANISM’.
25.11.1989 Repair ‘EMPTY LOAD VALVE’.
25.11.1989 Repair ‘END HOSE’.
25.11.1989 Repair ‘GRADE CONTROL VALVE’.
25.11.1989 Repair ‘TRAIN PIPE (END)’.
25.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE CONTROL PIPE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘DOOR LOCK MECHANISM’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘TOP CENTRE PLATE’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
17.05.1990 Repair ‘STEP’.
17.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2659 Q’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘DOOR OPENING MECHANISM’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘END BRAKE COCK’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2659 Q’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘DOOR LOCK MECHANISM’.
14.05.1991 Repair ‘END HOSE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1991 Repair ‘BRAKE PIN’.
25.05.1991 Repair ‘BRAKE PULL ROD’.
25.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.05.1991 Repair ‘DOOR LOCK MECHANISM’.
25.05.1991 Repair ‘STEP’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’

317



2. TIMS GROUP INFORMATION - WAGONS

18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRANCH PIPE’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘END BRAKE COCK’.
19.12.1991 Repair ‘END HOSE’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘END BRAKE COCK’.
11.05.1992 Repair ‘END HOSE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘HANDRAILS’.
11.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘DOOR LOCK MECHANISM’.
24.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘DOOR COMPLETE’.
08.12.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
03.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2659 Q’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
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13.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2659 Q’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFY 2659 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Melbourne Yard’ with a previous code of wagon

‘RBFY 2659 Q’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2659 Q’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2659 Q’
12.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
03.03.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2659 Q’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2659 Q’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
29.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
14.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
23.09.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2659 Q’
17.10.1996 Repair ‘VEHICLE COMPLETE’.
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31.10.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2660

Details: wagon ‘ABFY 2660 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 08.01.1997
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 17.03.1994
Last Lift: 07.11.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.02.1990 Repair ‘HANDRAILS END’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘END HOSE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
13.03.1990 Repair ‘STEP’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘EMPTY LOAD VALVE’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
01.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE COMPLETE’.
17.09.1990 Repair ‘CARD OR CLIP HOLDER’.
17.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1990 Repair ‘HANDRAILS END’.
17.09.1990 Repair ‘STEP’.
17.09.1990 Repair ‘WEAR PLATES & SADDLES’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2660 X’
22.10.1990 Repair ‘DOOR LOCK MECHANISM’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2660 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘DOOR COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
21.07.1991 Repair ‘STEP’.
21.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
16.01.1992 Repair ‘TRAIN PIPE (END)’.
16.01.1992 Issued at location ‘Long Plains’ with a previous code of wagon

‘RBFX 2660 X’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘DOOR LOCK MECHANISM’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2660 X’
13.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE CONTROL PIPE’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1992 Repair ‘TOP CENTRE PLATE’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.12.1992 Repair ‘BRAKE LEVER’.
21.12.1992 Repair ‘BRAKE PULL ROD’.
21.12.1992 Repair ‘COUPLER KNUCKLE’.
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21.12.1992 Repair ‘EMPTY LOAD VALVE’.
21.12.1992 Repair ‘END HOSE’.
21.12.1992 Repair ‘GRADE CONTROL VALVE’.
21.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.05.1993 Repair ‘DOOR COMPLETE’.
13.05.1993 Repair ‘DOOR LOCK MECHANISM’.
13.05.1993 Repair ‘DOOR OPENING MECHANISM’.
13.05.1993 Repair ‘DOOR ROLLER’.
13.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1993 Repair ‘STEP’.
13.05.1993 Repair ‘TRAIN PIPE (END)’.
13.05.1993 Repair ‘VEHICLE COMPLETE’.
13.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2660 X’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘STEP’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1994 Repair ‘BRAKE LEVER’.
17.03.1994 Repair ‘BRAKE PULL ROD’.
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2660 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2660 X’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2660 X’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE RECLASSIFY’.
17.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
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FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

02.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
03.04.1996 Repair ‘VEHICLE RECLASSIFY’.
03.04.1996 Issued at location ‘Didcot’ with a previous code of wagon ‘RBFX 2660 X’
03.04.1996 Issued at location ‘Didcot’ with a previous code of wagon ‘RBFX 2660 X’
03.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2660 X’
23.04.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2662

Details: wagon ‘ABFY 2662 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 08.02.1997
Due Triple Valve: 01.05.1991
Last Brake Cylinder: 27.10.1988
Last Single Car Test: 11.11.1992
Last Lift: 10.07.1985

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘DOOR LOCK MECHANISM’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘END BRAKE COCK’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1989 Repair ‘SIDE BEARER’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
23.07.1989 Repair ‘END HOSE’.
23.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2662 D’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1989 Repair ‘DOOR HINGES AND PINS’.
22.09.1989 Repair ‘DOOR LOCK MECHANISM’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
22.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1989 Repair ‘VEHICLE COMPLETE’.
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2662 D’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.05.1990 Repair ‘COUPLER KNUCKLE’.
31.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.05.1990 Repair ‘DOOR FRAME’.
31.05.1990 Repair ‘DOOR LOCK MECHANISM’.
31.05.1990 Repair ‘EMPTY LOAD VALVE’.
31.05.1990 Repair ‘GRADE CONTROL VALVE’.
31.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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31.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
28.06.1990 Repair ‘DOOR LOCK MECHANISM’.
28.06.1990 Repair ‘END HOSE’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2662 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘DOOR LOCK MECHANISM’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BRAKE PULL ROD’.
09.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2662 D’
10.12.1992 Repair ‘HANDRAILS END’.
10.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2662 D’
31.12.1992 Repair ‘STEP’.
31.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2662 D’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘DOOR LOCK MECHANISM’.
01.03.1993 Repair ‘EMPTY LOAD VALVE’.
01.03.1993 Repair ‘GRADE CONTROL VALVE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFX 2662 D’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE RECLASSIFY’.
15.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2662 D’
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08.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2663

Details: wagon ‘ABFY 2663 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 14.01.1997
Last Brake Cylinder: 20.03.1991
Last Single Car Test: 24.05.1990
Last Lift: 04.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.01.1990 Repair ‘STEP’.
22.01.1990 Repair ‘STEP’.
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘END BRAKE COCK’.
28.04.1990 Repair ‘END HOSE’.
28.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
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28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2663 M’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.05.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘TRAIN PIPE (END)’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2663 M’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2663 M’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘DOOR LOCK MECHANISM’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘END BRAKE COCK’.
20.03.1991 Repair ‘END HOSE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2663 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1991 Repair ‘DOOR LOCK MECHANISM’.
19.07.1991 Repair ‘DOOR ROLLER’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2663 M’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2663 M’
08.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
19.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
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24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
11.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
08.04.1993 Repair ‘HANDRAILS END’.
08.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘DOOR LOCK MECHANISM’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘END BRAKE COCK’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2663 M’
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
07.11.1993 Repair ‘DOOR LOCK MECHANISM’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2663 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2663 M’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

28.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE RECLASSIFY’.
28.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2663 M’
25.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Repair ‘VEHICLE COMPLETE’.
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14.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2664

Details: wagon ‘ABFY 2664 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 18.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 22.11.1996
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 22.06.1992
Last Lift: 21.01.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.09.1989 Repair ‘END HOSE’.
05.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2664 E’
28.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2664 E’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘END HOSE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2664 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.06.1991 Repair ‘STEP’.
17.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2664 E’
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20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2664 E’
20.11.1991 Repair ‘COUPLER COMPLETE’.
20.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2664 E’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRAKE LEVER’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘BRANCH PIPE’.
19.06.1992 Repair ‘DOOR COMPLETE’.
19.06.1992 Repair ‘DOOR COVERING’.
19.06.1992 Repair ‘DOOR LOCK MECHANISM’.
19.06.1992 Repair ‘DOOR OPENING MECHANISM’.
19.06.1992 Repair ‘DOOR ROLLER’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1992 Repair ‘SIDE MEMBER’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2664 E’
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2664 E’
26.11.1993 Repair ‘END BRAKE COCK’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2664 E’
20.01.1994 Repair ‘DOOR LOCK MECHANISM’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2664 E’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

22.11.1996 Repair ‘VEHICLE COMPLETE’.
22.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2664 E’
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ABFY 2665

Details: wagon ‘ABFY 2665 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 15.11.1996
Due Triple Valve: 01.04.1995
Last Triple Valve: 31.10.1990
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 24.04.1992
Last Lift: 06.02.1987

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.07.1989 Repair ‘HANDRAILS END’.
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘DOOR SLIDE RAIL’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘END BRAKE COCK’.
22.09.1989 Repair ‘END BRAKE COCK’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
22.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Repair ‘VEHICLE COMPLETE’.
22.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2665 H’
30.11.1989 Repair ‘BOGIE COMPLETE’.
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30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RBFX 2665 H’

16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘CARD OR CLIP HOLDER’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
16.10.1990 Repair ‘DOOR FRAME’.
16.10.1990 Repair ‘DOOR OPENING MECHANISM’.
16.10.1990 Repair ‘DOOR ROLLER’.
16.10.1990 Repair ‘DRAFT GEAR POCKET’.
16.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘STEP’.
16.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.10.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFX 2665 H’
21.11.1990 Repair ‘STEP’.
21.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2665 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE PULL ROD’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.11.1991 Repair ‘TRAIN PIPE (END)’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2665 H’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BRAKE CONTROL PIPE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘TRAIN PIPE (END)’.
15.04.1992 Repair ‘TRAIN PIPE’.
15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2665 H’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Repair ‘END HOSE’.
16.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘END HOSE’.
05.11.1993 Repair ‘GRADE CONTROL VALVE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘TRAIN PIPE (END)’.
05.11.1993 Repair ‘WEAR PLATES & SADDLES’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2665 H’
28.02.1994 Repair ‘DOOR LOCK MECHANISM’.
28.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2665 H’
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2665 H’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

08.06.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2665 H’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
12.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2665 H’
15.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2668

Details: wagon ‘ABFY 2668 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
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Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 10.04.1997
Last Brake Cylinder: 19.09.1990
Last Single Car Test: 17.05.1989
Last Lift: 01.05.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.08.1989 Repair ‘HANDRAILS END’.
23.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
01.10.1989 Repair ‘DOOR LOCK MECHANISM’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
08.10.1989 Repair ‘STEP’.
08.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
19.11.1989 Repair ‘STEP’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
07.07.1990 Repair ‘HANDRAILS END’.
07.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
27.08.1990 Repair ‘STEP’.
27.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘CARD OR CLIP HOLDER’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘END HOSE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2668 L’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE SPRING’.
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15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Repair ‘DOOR SLIDE RAIL’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘END HOSE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2668 L’
06.12.1990 Repair ‘STEP’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘DOOR LOCK MECHANISM’.
20.04.1991 Repair ‘EMPTY LOAD VALVE’.
20.04.1991 Repair ‘GRADE CONTROL VALVE’.
20.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2668 L’
12.01.1992 Repair ‘HANDRAILS END’.
12.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Repair ‘COUPLER COMPLETE’.
24.01.1992 Repair ‘DOOR LOCK MECHANISM’.
24.01.1992 Repair ‘DOOR OPENING MECHANISM’.
24.01.1992 Repair ‘TRAIN PIPE (END)’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2668 L’
11.05.1992 Repair ‘STEP’.
11.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
25.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2668 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2668 L’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
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2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

10.04.1997 Repair ‘VEHICLE RECLASSIFY’.
10.04.1997 Repair ‘VEHICLE RECLASSIFY’.
10.04.1997 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2668 L’

ABFY 2671

Details: wagon ‘ABFY 2671 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 134
Date Built: 16.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Return to Service Date: 04.11.1996
Due Triple Valve: 01.08.1994
Last Triple Valve: 04.03.1991
Last Brake Cylinder: 04.03.1991
Last Single Car Test: 04.10.1988
Last Lift: 01.02.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.09.1988 Alteration complete ‘FIT ALIGNED BOGIES EX PT. AUGUSTA
WORKSHOPS TO ONE OFF ‘ABFX’ FOR TRIAL PURPOSES. RECLASSIFY ‘ABFY’
FOR INTERIM PERIOD. (RS4331)’. New class: ‘ABFY’.

11.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘END HOSE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘BRAKE LEVER’.
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14.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1989 Repair ‘BRAKE LEVER’.
09.10.1989 Repair ‘COUPLER KNUCKLE’.
09.10.1989 Repair ‘EMPTY LOAD VALVE’.
09.10.1989 Repair ‘END HOSE’.
09.10.1989 Repair ‘GRADE CONTROL VALVE’.
09.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1989 Repair ‘WHEEL SET’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Repair ‘END HOSE’.
14.09.1990 Repair ‘END HOSE’.
20.09.1990 Repair ‘HANDRAILS END’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘END HOSE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘DOOR COMPLETE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘END BRAKE COCK’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
13.12.1990 Repair ‘BOGIE BEARINGS’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.03.1991 Repair ‘DOOR SEAL’.
04.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Repair ‘VEHICLE RETARE’.
28.01.1992 Repair ‘GRAFFITI REMOVAL’.
26.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1992 Repair ‘BRAKE BLOCK RB95’.
26.09.1992 Repair ‘COUPLER KNUCKLE’.
26.09.1992 Repair ‘WHEEL SET’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
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05.05.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2674

Details: wagon ‘ABFY 2674 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 26.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 19.02.1997
Due Triple Valve: 01.08.1987
Last Single Car Test: 23.10.1991
Last Lift: 09.08.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.10.1989 Repair ‘END HOSE’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2674 G’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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20.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
20.10.1989 Repair ‘DOOR COMPLETE’.
20.10.1989 Repair ‘EMPTY LOAD VALVE’.
20.10.1989 Repair ‘GRADE CONTROL VALVE’.
20.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2674 G’
01.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2674 G’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘DOOR LOCK MECHANISM’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2674 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE PULL ROD’.
22.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.10.1991 Repair ‘COUPLER COMPLETE’.
22.10.1991 Repair ‘DOOR FRAME’.
22.10.1991 Repair ‘DOOR LOCK MECHANISM’.
22.10.1991 Repair ‘DOOR OPENING MECHANISM’.
22.10.1991 Repair ‘DOOR ROLLER’.
22.10.1991 Repair ‘DOOR SLIDE RAIL’.
22.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1991 Repair ‘END SHEETING’.
22.10.1991 Repair ‘FLOOR SHEETING’.
22.10.1991 Repair ‘SIDE SHEET’.
22.10.1991 Repair ‘TRAIN PIPE (END)’.
22.10.1991 Repair ‘YOKE COMPLETE’.
22.10.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
22.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2674 G’
09.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
09.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2674 G’
26.07.1993 Repair ‘END HOSE’.
26.07.1993 Repair ‘TRAIN PIPE (END)’.
26.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2674 G’
26.07.1993 Issued at location ‘Two wells’ with a previous code of wagon ‘RBFX 2674 G’
24.10.1993 Repair ‘END HOSE’.
24.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2674 G’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2674 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RBFX 2674 G’
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBFX 2674 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

23.11.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE RECLASSIFY’.
23.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2674 G’
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2675

Details: wagon ‘ABFY 2675 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 06.12.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 27.01.1997
Due Triple Valve: 01.09.1991
Last Brake Cylinder: 15.01.1988
Last Single Car Test: 21.06.1988
Last Lift: 23.09.1981
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21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘DOOR LOCK MECHANISM’.
09.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2675 C’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2675 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.09.1991 Repair ‘BRANCH PIPE’.
08.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2675 C’
02.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFY 2675 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFY 2675 C’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE RECLASSIFY’.
29.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2675 C’
31.05.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
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27.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2679

Details: wagon ‘ABFY 2679 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.11.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 12.02.1997
Due Triple Valve: 01.11.1991
Last Triple Valve: 08.08.1989
Last Brake Cylinder: 05.01.1993
Last Single Car Test: 22.06.1993
Last Lift: 04.12.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE PULL ROD’.
08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1989 Repair ‘DOOR COMPLETE’.
08.08.1989 Repair ‘END BRAKE COCK’.
08.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1989 Repair ‘WEAR PLATES & SADDLES’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
18.09.1989 Repair ‘STEP’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2679 F’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1990 Repair ‘DOOR LOCK MECHANISM’.
23.07.1990 Repair ‘END BRAKE COCK’.
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23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BRAKE PULL ROD’.
26.11.1990 Repair ‘DOOR COMPLETE’.
26.11.1990 Repair ‘DOOR ROLLER’.
26.11.1990 Repair ‘END HOSE’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
28.01.1991 Repair ‘BOGIE COMPLETE’.
28.01.1991 Repair ‘COUPLER COMPLETE’.
28.01.1991 Repair ‘TOP CENTRE PLATE’.
28.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1991 Repair ‘BOGIE COMPLETE’.
26.10.1991 Repair ‘COUPLER COMPLETE’.
26.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘VEHICLE STENCILS’.
04.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRAKE LEVER’.
10.06.1992 Repair ‘DOOR COMPLETE’.
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10.06.1992 Repair ‘DOOR LOCK MECHANISM’.
10.06.1992 Repair ‘DOOR OPENING MECHANISM’.
10.06.1992 Repair ‘END HOSE’.
10.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1992 Repair ‘TRAIN PIPE (END)’.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘DOOR FRAME’.
15.12.1992 Repair ‘DOOR LOCK MECHANISM’.
15.12.1992 Repair ‘DOOR OPENING MECHANISM’.
15.12.1992 Repair ‘DOOR ROLLER’.
15.12.1992 Repair ‘DOOR SLIDE RAIL’.
15.12.1992 Repair ‘END FRAME MEMBER’.
15.12.1992 Repair ‘END HOSE’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘ROOF SHEET’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘TRAIN PIPE’.
15.12.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘END COMPLETE’.
14.04.1993 Repair ‘END HOSE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BEARINGS’.
21.06.1993 Repair ‘BRANCH PIPE’.
21.06.1993 Repair ‘DOOR SLIDE RAIL’.
21.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1993 Repair ‘STEP’.
21.06.1993 Repair ‘TRAIN PIPE (END)’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
21.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2679 F’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘EMPTY LOAD VALVE’.
21.01.1994 Repair ‘GRADE CONTROL VALVE’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
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30.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2679 F’
10.01.1995 Repair ‘VEHICLE RECLASSIFY’.
10.01.1995 Issued at location ‘Perth’ with a previous code of wagon ‘RBFX 2679 F’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

20.11.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE RECLASSIFY’.
20.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2679 F’
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2680

Details: wagon ‘ABFY 2680 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.12.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

345



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 29.11.1996
Due Triple Valve: 27.01.1989
Last Brake Cylinder: 22.10.1992
Last Single Car Test: 05.03.1988
Last Lift: 08.11.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘DOOR COMPLETE’.
22.11.1989 Repair ‘DOOR LOCK MECHANISM’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2680 B’
04.05.1990 Repair ‘STEP’.
04.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2680 B’
18.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2680 B’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2680 B’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘END HOSE’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2680 B’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2680 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
23.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2680 B’
24.05.1992 Repair ‘STEP’.
24.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2680 B’
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02.09.1992 Repair ‘DOOR COMPLETE’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2680 B’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARINGS’.
22.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘DOOR COMPLETE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2680 B’
06.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘HANDRAILS END’.
06.04.1993 Repair ‘STEP’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2680 B’
19.03.1994 Repair ‘DOOR LOCK MECHANISM’.
19.03.1994 Repair ‘DOOR OPENING MECHANISM’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2680 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBFX 2680 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

29.11.1996 Repair ‘VEHICLE COMPLETE’.
29.11.1996 Repair ‘VEHICLE RECLASSIFY’.
29.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2680 B’

ABFY 2683

Details: wagon ‘ABFY 2683 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.12.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 31.01.1997
Due Triple Valve: 10.11.1989
Last Brake Cylinder: 06.05.1993
Last Lift: 21.06.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.08.1990 Repair ‘ROOF COMPLETE’.
08.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 2683 P’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR LOCK MECHANISM’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘VEHICLE STENCILS’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2683 P’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘SIDE STEP’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2683 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1992 Repair ‘DOOR COMPLETE’.
28.05.1992 Repair ‘STRIKING CASTING’.
28.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2683 P’
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02.06.1992 Repair ‘STEP’.
02.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2683 P’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2683 P’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2683 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2683 P’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFY 2683 P’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2683 P’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2683 P’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2683 P’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE RECLASSIFY’.
01.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2683 P’
06.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFY 2683 P’
20.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 2686

Details: wagon ‘ABFY 2686 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 02.11.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFY;14’ CENTREPLATE,70T BOGIES
BSG Code: FSBZ

Capacity of 61 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 25.01.1997
Last Brake Cylinder: 30.04.1991
Last Single Car Test: 30.04.1991
Last Lift: 02.10.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.02.1990 Repair ‘STEP’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABGY 2686 W’
27.03.1990 Alteration complete ‘FIT U.S. 70T LOW LEVEL BOGIE FITTED WITH

STUCKI RB11 RESILIENT SIDE BEARERS TO ONE (1) ‘ABFX’ WAGON. FIT NEW
SIDE BEARERS AND DEEP SPIGOT CENTRE PLATE TO WAGON, TO DRAWING
A1/W3-11 MK2 FOR TESTING. RECLASSIFY WAGON TO ‘ABFY’ CLASS AND
STENCIL ‘110KM/H‘. STENCIL BOGIES ‘ASSD’ CLASS (RS4489)’. New class:
‘ABFY’.

20.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.06.1990 Repair ‘DOOR LOCK MECHANISM’.
20.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABGY 2686 W’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘DOOR COVERING’.
13.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 2686 W’
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30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘COUPLER COMPLETE’.
30.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1990 Repair ‘DOOR LOCK MECHANISM’.
30.07.1990 Repair ‘HANDRAILS END’.
30.07.1990 Repair ‘TRAIN PIPE (END)’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 2686 W’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BOGIE BEARERS’.
30.11.1990 Repair ‘BOGIE COMPLETE’.
30.11.1990 Repair ‘BRAKE PULL ROD’.
30.11.1990 Repair ‘DOOR FRAME’.
30.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1990 Repair ‘SIDE BEARER’.
30.11.1990 Repair ‘TOP CENTRE PLATE’.
30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 2686 W’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BEARERS’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
19.04.1991 Alteration complete ‘FIT MINER TCC-II-35X SHORT RESILIENT

SIDEBEARERS TO ABFY 2686. SET UP HEIGHT IS 92MM FROM BOLSTER
SIDEBEARER PAD TO TOP OF SIDEBEARER. WAGON SIDEBEARERS WILL
HAVE TO BE PACKED TO REACH A DIMENSION OF 74 MM FROM BOTTOM OF
WAGON CENTRE PLATE TO BOTTOM OF SIDEBEARER. AFBY 2686. (RS4589)’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 2686 W’
01.05.1991 Repair ‘BOGIE BEARERS’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
29.05.1991 Alteration complete ‘RECLASSIFY ABFY 2686 TO ABGY 2686W AND ABFY

4498 TO ABGY 4498A (RS4604)’. New class: ‘ABGY’.
17.01.1992 Repair ‘VEHICLE RECLASSIFY’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
17.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABGY 2686 W’
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09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘BRAKE LEVER’.
09.12.1992 Repair ‘BRAKE PULL ROD’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘WHEEL SET’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘COUPLER KNUCKLE’.
11.01.1994 Repair ‘DOOR LOCK MECHANISM’.
11.01.1994 Repair ‘DOOR SEAL’.
11.01.1994 Repair ‘EMPTY LOAD VALVE’.
11.01.1994 Repair ‘GRADE CONTROL VALVE’.
11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABGY 2686 W’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABGY 2686 W’
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABGY 2686 W’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE RECLASSIFY’.
21.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 2686 W’
03.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
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21.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2687

Details: wagon ‘ABFY 2687 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 25.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: AB
Return to Service Date: 19.02.1997
Last Brake Cylinder: 15.03.1991
Last Single Car Test: 04.08.1989
Last Lift: 30.10.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1989 Repair ‘END HOSE’.
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01.08.1989 Repair ‘HANDRAILS END’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Repair ‘SIDE BEARER’.
01.08.1989 Repair ‘STEP’.
01.08.1989 Repair ‘TOP CENTRE PLATE’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2687 B’
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2687 B’
17.06.1990 Repair ‘END HOSE’.
17.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2687 B’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

06.12.1990 Repair ‘END HOSE’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2687 B’
31.01.1991 Repair ‘HANDRAILS END’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2687 B’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE BEARERS’.
15.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1991 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘DOOR COMPLETE’.
15.03.1991 Repair ‘DOOR LOCK MECHANISM’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘END BRAKE COCK’.
15.03.1991 Repair ‘END HOSE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1991 Repair ‘SIDE BEARER’.
15.03.1991 Repair ‘SIDE BEARER’.
15.03.1991 Repair ‘VEHICLE RECLASSIFY’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
15.03.1991 Repair ‘WEAR PLATES & SADDLES’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2687 B’
28.01.1992 Repair ‘GRAFFITI REMOVAL’.
22.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BRAKE BLOCK RB95’.
14.12.1993 Repair ‘BRAKE PULL ROD’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘DOOR LOCK MECHANISM’.
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14.12.1993 Repair ‘DOOR OPENING MECHANISM’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
12.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2790

Details: wagon ‘ABFY 2790 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.08.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 10.12.1996
Due Triple Valve: 26.05.1988
Last Brake Cylinder: 23.04.1991
Last Single Car Test: 05.07.1993
Last Lift: 21.01.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘END HOSE’.
05.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2790 Q’
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2790 Q’
17.12.1990 Repair ‘STEP’.
17.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2790 Q’
19.02.1991 Repair ‘DOOR COMPLETE’.
19.02.1991 Repair ‘DOOR LOCK MECHANISM’.
19.02.1991 Repair ‘END BRAKE COCK’.
19.02.1991 Repair ‘END HOSE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2790 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2790 Q’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER KNUCKLE’.
08.01.1992 Repair ‘DOOR LOCK MECHANISM’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2790 Q’
07.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2790 Q’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘BRAKE LEVER’.
02.07.1993 Repair ‘DOOR COVERING’.
02.07.1993 Repair ‘DOOR FRAME’.
02.07.1993 Repair ‘DOOR LOCK MECHANISM’.
02.07.1993 Repair ‘DOOR OPENING MECHANISM’.
02.07.1993 Repair ‘DOOR ROLLER’.
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02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘HANDRAILS’.
02.07.1993 Repair ‘STANCHION’.
02.07.1993 Repair ‘STEP’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2790 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2790 Q’
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2790 Q’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.12.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2790 Q’
21.12.1996 Repair ‘VEHICLE RECLASSIFY’.
21.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2790 Q’

ABFY 2791

Details: wagon ‘ABFY 2791 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 13.08.1975
Operating System: AN
Intended Use: NEWSPRINT
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Fleet Grp Code: AB UN UZ JX
Return to Service Date: 28.11.1996
Last Brake Cylinder: 06.04.1992
Last Single Car Test: 01.10.1992
Last Lift: 01.03.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2791 D’
05.11.1989 Repair ‘STEP’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2791 D’
08.02.1990 Repair ‘DOOR LOCK MECHANISM’.
08.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2791 D’
20.02.1990 Repair ‘DOOR HINGES AND PINS’.
20.02.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBNX 2791 D’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘DOOR LOCK MECHANISM’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘END HOSE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘TRAIN PIPE (END)’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2791 D’
02.07.1990 Repair ‘DOOR LOCK MECHANISM’.
02.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBNX 2791 D’
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2791 D’
10.10.1990 Repair ‘DOOR COMPLETE’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBNX 2791 D’
29.10.1990 Repair ‘HANDRAILS END’.
29.10.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBNX 2791 D’
21.01.1991 Repair ‘HANDRAILS END’.
21.01.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘RBNX 2791 D’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘DOOR LOCK MECHANISM’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘GRADE CONTROL VALVE’.
07.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2791 D’
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08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘DOOR LOCK MECHANISM’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Repair ‘NYLON HOSE’.
08.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1991 Repair ‘TRAIN PIPE’.
08.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2791 D’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE CONTROL PIPE’.
03.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1992 Repair ‘DOOR COVERING’.
03.04.1992 Repair ‘DOOR LOCK MECHANISM’.
03.04.1992 Repair ‘DOOR SEAL’.
03.04.1992 Repair ‘DOOR SLIDE RAIL’.
03.04.1992 Repair ‘END FRAME MEMBER’.
03.04.1992 Repair ‘HANDRAILS END’.
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBNX 2791 D’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BRAKE BLOCK RB95’.
14.09.1992 Repair ‘BRAKE LEVER’.
14.09.1992 Repair ‘END BRAKE COCK’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBNX 2791 D’
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Repair ‘VEHICLE STENCILS’.
22.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBNX 2791 D’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2791 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘ABNX’ COVERED VANS TO ‘RBNX‘.

(NRC048)’. New class: ‘RBNX’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBNX 2791 D’
25.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2791 D’
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2791 D’
10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
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SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE RECLASSIFY’.
18.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2791 D’
15.07.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2792

Details: wagon ‘ABFY 2792 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.09.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 12.02.1997
Last Brake Cylinder: 30.11.1988
Last Single Car Test: 19.10.1988
Last Lift: 08.10.1976

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2792 P’
17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘CARD OR CLIP HOLDER’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
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17.07.1989 Repair ‘DOOR COMPLETE’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2792 P’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRAKE CONTROL PIPE’.
24.11.1989 Repair ‘BRAKE PIN’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1989 Repair ‘DOOR LOCK MECHANISM’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2792 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.03.1994 Repair ‘END BRAKE COCK’.
18.03.1994 Repair ‘END HOSE’.
18.03.1994 Repair ‘TRAIN PIPE (END)’.
18.03.1994 Repair ‘TRAIN PIPE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2792 P’
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2792 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 2792 P’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE RECLASSIFY’.
04.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2792 P’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2792 P’
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2792 P’
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06.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2792 P’
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2792 P’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2792 P’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2792 P’
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2792 P’
17.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2793

Details: wagon ‘ABFY 2793 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.09.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX2793D
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 07.12.1996
Last Brake Cylinder: 06.07.1990
Last Single Car Test: 02.09.1988
Last Lift: 04.08.1976

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘DOOR COMPLETE’.
21.12.1989 Repair ‘DOOR LOCK MECHANISM’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘END BRAKE COCK’.
21.12.1989 Repair ‘END HOSE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2793 U’
02.01.1990 Repair ‘DOOR LOCK MECHANISM’.
02.01.1990 Repair ‘DOOR OPENING MECHANISM’.
02.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2793 U’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘EMPTY LOAD VALVE’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2793 U’
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1990 Repair ‘COUPLER KNUCKLE’.
15.12.1990 Repair ‘DOOR COMPLETE’.
15.12.1990 Repair ‘DOOR OPENING MECHANISM’.
15.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2793 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2793 U’
30.01.1992 Repair ‘STEP’.
30.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2793 U’
21.08.1992 Repair ‘DOOR LOCK MECHANISM’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2793 U’
17.11.1992 Repair ‘HANDRAILS END’.
17.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2793 U’
22.02.1993 Repair ‘DOOR LOCK MECHANISM’.
22.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘RBFX 2793 U’
24.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2793 U’
03.03.1994 Repair ‘DOOR LOCK MECHANISM’.
03.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2793 U’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2793 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBFX 2793 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

07.12.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2793 U’
14.12.1996 Repair ‘VEHICLE RECLASSIFY’.
14.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2793 U’

ABFY 2796

Details: wagon ‘ABFY 2796 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 26.09.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

364



2.8. Wagon classification starting with ‘ABF’

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 20.02.1997
Due Triple Valve: 01.09.1990
Last Triple Valve: 07.04.1993
Last Brake Cylinder: 13.06.1991
Last Single Car Test: 07.04.1993
Last Lift: 10.06.1987

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Repair ‘END HOSE’.
11.07.1989 Repair ‘END HOSE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2796 B’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘TRAIN PIPE (END)’.
19.12.1989 Repair ‘WHEEL SET’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2796 B’
15.01.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2796 B’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.01.1991 Repair ‘DOOR COMPLETE’.
29.01.1991 Repair ‘DOOR LOCK MECHANISM’.
29.01.1991 Repair ‘DRAFT GEAR POCKET’.
29.01.1991 Repair ‘END BRAKE COCK’.
29.01.1991 Repair ‘END FRAME MEMBER’.
29.01.1991 Repair ‘HANDRAILS’.
29.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1991 Repair ‘TRAIN PIPE (END)’.
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29.01.1991 Issued at location ‘Peterborough’ with a previous code of wagon
‘RBFX 2796 B’

15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘END BRAKE COCK’.
15.04.1991 Repair ‘TRAIN PIPE (END)’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2796 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE CONTROL PIPE’.
26.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.03.1993 Repair ‘DOOR COMPLETE’.
26.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2796 B’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2796 B’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2796 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFX 2796 B’
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBFX 2796 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

04.12.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2796 B’
05.12.1996 Repair ‘VEHICLE RECLASSIFY’.
05.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2796 B’
20.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2798

Details: wagon ‘ABFY 2798 G’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.11.1975
Operating System: AN
Intended Use: NEWSPRINT
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB UN UZ JX
Return to Service Date: 12.02.1997
Due Triple Valve: 01.03.1988
Last Triple Valve: 12.02.1990
Last Lift: 01.03.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1990 Repair ‘BRAKE LEVER’.
09.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘DOOR COMPLETE’.
23.02.1990 Repair ‘END HOSE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
30.09.1990 Repair ‘END HOSE’.
30.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBNX 2798 U’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘DOOR OPENING MECHANISM’.
24.06.1991 Repair ‘EMPTY LOAD VALVE’.
24.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
01.05.1992 Repair ‘BOGIE COMPLETE’.
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01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBNX 2798 U’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END HOSE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘ABNX’ COVERED VANS TO ‘RBNX‘.

(NRC048)’. New class: ‘RBNX’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
16.08.1995 Repair ‘VEHICLE RECLASSIFY’.
16.08.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBNX 2798 U’
10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH

SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

16.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE RECLASSIFY’.
16.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBNX 2798 U’
14.07.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
02.12.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2800

Details: wagon ‘ABFY 2800 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 23.01.1997
Last Triple Valve: 17.02.1989
Last Brake Cylinder: 17.02.1988
Last Single Car Test: 23.03.1993
Last Lift: 08.07.1985

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘DOOR COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
30.01.1990 Repair ‘COUPLER COMPLETE’.
30.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2800 B’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘COUPLER COMPLETE’.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘DOOR COMPLETE’.
06.02.1990 Repair ‘EMPTY LOAD VALVE’.
06.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
18.02.1990 Repair ‘DOOR COMPLETE’.
18.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2800 B’
26.10.1990 Alteration complete ‘FITMENT OF PUSH PLATES/STIFFENER

CHANNELS ON ALL FOUR SLIDING DOORS OF ONE ONLY ‘ABFX’ WAGON
FOR TRIAL PURPOSES. (RS4552)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.07.1991 Repair ‘VEHICLE COMPLETE’.
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24.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RBFY 2800 B’

27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘DOOR LOCK MECHANISM’.
27.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2800 B’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE BLOCK RB95’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘DOOR COMPLETE’.
25.09.1991 Repair ‘EMPTY LOAD VALVE’.
25.09.1991 Repair ‘GRADE CONTROL VALVE’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BODY COMPLETE’.
10.06.1992 Repair ‘BRAKE LEVER’.
10.06.1992 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.06.1992 Repair ‘DOOR LOCK MECHANISM’.
10.06.1992 Repair ‘DOOR OPENING MECHANISM’.
10.06.1992 Repair ‘DOOR SEAL’.
10.06.1992 Repair ‘DOOR SLIDE RAIL’.
10.06.1992 Repair ‘SIDE BEARER’.
10.06.1992 Repair ‘TOP CENTRE PLATE’.
10.06.1992 Repair ‘TRAIN PIPE (END)’.
10.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2800 B’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘END HOSE’.
18.03.1993 Repair ‘TRAIN PIPE (END)’.
18.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2800 B’
04.12.1993 Repair ‘SIDE STEP’.
04.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2800 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2800 B’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 2800 B’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
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TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
27.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2800 B’
15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2800 B’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
27.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
29.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE RECLASSIFY’.
11.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2800 B’
02.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2801

Details: wagon ‘ABFY 2801 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 26.01.1997
Due Triple Valve: 01.04.1988
Last Triple Valve: 30.05.1988
Last Brake Cylinder: 24.01.1992
Last Single Car Test: 25.03.1994
Last Lift: 23.06.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘STEP’.
21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Repair ‘WEAR PLATES & SADDLES’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2801 G’
10.10.1989 Repair ‘STEP’.
10.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2801 G’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRAKE PULL ROD’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘END BRAKE COCK’.
13.02.1990 Repair ‘END HOSE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2801 G’
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘END HOSE’.
09.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2801 G’
11.09.1990 Repair ‘END BRAKE COCK’.
11.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2801 G’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2801 G’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DOOR LOCK MECHANISM’.
07.01.1992 Repair ‘DOOR SEAL’.
07.01.1992 Repair ‘DOOR SLIDE RAIL’.
07.01.1992 Repair ‘END BRAKE COCK’.
07.01.1992 Repair ‘TRAIN PIPE (END)’.
07.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2801 G’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘DOOR COMPLETE’.
24.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2801 G’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘BRAKE LEVER’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
11.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.05.1992 Repair ‘YOKE COMPLETE’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2801 G’
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘BRAKE PULL ROD’.
25.03.1994 Repair ‘DOOR COMPLETE’.
25.03.1994 Repair ‘DOOR OPENING MECHANISM’.
25.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2801 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFX 2801 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2801 G’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

28.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE RECLASSIFY’.
28.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2801 G’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2803

Details: wagon ‘ABFY 2803 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 02.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX2803H RBFX2803B
BSG Code: FSBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 12.12.1996
Last Triple Valve: 27.06.1988
Last Brake Cylinder: 18.12.1991
Last Single Car Test: 06.07.1990
Last Lift: 12.02.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

19.09.1989 Alteration complete ‘FIT ONE TELESCOPIC UNCOUPLING ROD
ASSEMBLY TO ONE AOOX/ABFX WAGON (FITTED WITH ‘TROMBONE’ TYPE
ROTARY UNCOUPLING ROD) FOR TRIAL PURPOSES AOOX,ABFX 1 NO. TO BE
SELECTED. (RS4448)’.

23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘END HOSE’.
23.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2803 H’
20.04.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2803 H’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘TRAIN PIPE (END)’.
05.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2803 H’
28.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2803 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘DOOR COMPLETE’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2803 H’
02.09.1992 Repair ‘DOOR COMPLETE’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2803 H’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘DOOR COMPLETE’.
14.12.1992 Repair ‘DOOR LOCK MECHANISM’.
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14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘GRADE CONTROL VALVE’.
14.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2803 H’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2803 H’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE RECLASSIFY’.
15.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2803 H’
15.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2803 H’
23.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.08.1995 Repair ‘VEHICLE RECLASSIFY’.
25.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 2803 F’
12.12.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE RECLASSIFY’.
12.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2803 F’
18.12.1996 Repair ‘VEHICLE RECLASSIFY’.
18.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 2803 F’

ABFY 2804

Details: wagon ‘ABFY 2804 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 13.01.1976
Operating System: AN
Intended Use: GENERAL
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Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 10.04.1997
Due Triple Valve: 12.03.1988
Last Triple Valve: 19.08.1989
Last Brake Cylinder: 10.02.1991
Last Single Car Test: 30.08.1990
Last Lift: 18.09.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.08.1989 Repair ‘DOOR LOCK MECHANISM’.
19.08.1989 Repair ‘END BRAKE COCK’.
19.08.1989 Repair ‘END HOSE’.
19.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘DOOR LOCK MECHANISM’.
22.08.1989 Repair ‘DOOR OPENING MECHANISM’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER COMPLETE’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘END HOSE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
06.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2804 K’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘BRAKE PULL ROD’.
28.08.1990 Repair ‘CARD OR CLIP HOLDER’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.08.1990 Repair ‘DOOR COVERING’.
28.08.1990 Repair ‘DOOR FRAME’.
28.08.1990 Repair ‘DOOR LOCK MECHANISM’.
28.08.1990 Repair ‘DOOR OPENING MECHANISM’.
28.08.1990 Repair ‘DOOR ROLLER’.
28.08.1990 Repair ‘DOOR SEAL’.
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28.08.1990 Repair ‘DOOR SLIDE RAIL’.
28.08.1990 Repair ‘END BRAKE COCK’.
28.08.1990 Repair ‘HANDRAILS END’.
28.08.1990 Repair ‘SIDE BEARER’.
28.08.1990 Repair ‘SIDE MEMBER’.
28.08.1990 Repair ‘STEP’.
28.08.1990 Repair ‘TOP CENTRE PLATE’.
28.08.1990 Repair ‘TRAIN PIPE’.
28.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
28.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2804 K’
26.11.1990 Repair ‘STEP’.
26.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2804 K’
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘BODY COMPLETE’.
09.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1991 Repair ‘EMPTY LOAD VALVE’.
09.02.1991 Repair ‘GRADE CONTROL VALVE’.
09.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1991 Repair ‘VEHICLE COMPLETE’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.09.1991 Repair ‘ROOF COMPLETE’.
11.09.1991 Repair ‘SIDE COMPLETE’.
11.09.1991 Repair ‘VEHICLE COMPLETE’.
11.09.1991 Repair ‘VEHICLE STENCILS’.
11.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2804 K’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘EMPTY LOAD VALVE’.
12.02.1992 Repair ‘GRADE CONTROL VALVE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
03.04.1992 Repair ‘STRIKING CASTING’.
03.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2804 K’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘DOOR LOCK MECHANISM’.
05.08.1992 Repair ‘DOOR OPENING MECHANISM’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2804 K’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘DOOR FRAME’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’
30.10.1993 Repair ‘DOOR LOCK MECHANISM’.
30.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2804 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 2804 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

10.04.1997 Repair ‘VEHICLE RECLASSIFY’.
10.04.1997 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2804 K’

ABFY 2805

Details: wagon ‘ABFY 2805 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 19.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 14.02.1997
Due Triple Valve: 09.02.1997
Last Triple Valve: 23.09.1992
Last Brake Cylinder: 11.01.1991
Last Single Car Test: 06.11.1991
Last Lift: 09.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘DOOR LOCK MECHANISM’.
30.11.1989 Repair ‘HANDRAILS’.
30.11.1989 Repair ‘HANDRAILS END’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2805 A’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE LEVER’.
11.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1991 Repair ‘RELAY VALVE’.
11.01.1991 Repair ‘TOP CENTRE PLATE’.
11.01.1991 Repair ‘TRAIN PIPE (END)’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2805 A’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1991 Repair ‘TRAIN PIPE (END)’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2805 A’
15.04.1991 Repair ‘HANDRAILS END’.
15.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2805 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘END COMPLETE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘ROOF COMPLETE’.
30.07.1991 Repair ‘SIDE COMPLETE’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2805 A’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BEARERS’.
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05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BOGIE WEAR PLATES’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1991 Repair ‘YOKE CARRIER’.
05.11.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
05.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 2805 A’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.09.1992 Repair ‘RELAY VALVE’.
23.09.1992 Repair ‘VEHICLE COMPLETE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2805 A’
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2805 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2805 A’
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RBFY 2805 A’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2805 A’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

05.05.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2805 A’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.08.1995 Repair ‘VEHICLE RECLASSIFY’.
25.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 2805 A’
14.02.1997 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE RECLASSIFY’.
14.02.1997 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2805 A’
18.02.1997 Repair ‘VEHICLE RECLASSIFY’.
18.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 2805 A’

ABFY 2806

Details: wagon ‘ABFY 2806 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AB RE
Return to Service Date: 10.04.1997
Due Triple Valve: 01.10.1996
Last Triple Valve: 15.11.1993
Last Brake Cylinder: 06.07.1989
Last Single Car Test: 27.04.1992
Last Lift: 03.11.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2806 F’
06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2806 F’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘DOOR COMPLETE’.
19.02.1990 Repair ‘EMPTY LOAD VALVE’.
19.02.1990 Repair ‘END BRAKE COCK’.
19.02.1990 Repair ‘GRADE CONTROL VALVE’.
19.02.1990 Repair ‘TRAIN PIPE (END)’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2806 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2806 F’
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘VEHICLE COMPLETE’.
26.06.1991 Repair ‘VEHICLE STENCILS’.
26.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2806 F’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘END BRAKE COCK’.
24.04.1992 Repair ‘END HOSE’.
24.04.1992 Repair ‘TRAIN PIPE (END)’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2806 F’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘END BRAKE COCK’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2806 F’
04.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
04.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2806 F’
16.09.1993 Repair ‘HANDBRAKE HANDLE’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2806 F’
24.09.1993 Repair ‘STEP’.
24.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2806 F’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.11.1993 Repair ‘COUPLER COMPLETE’.
15.11.1993 Repair ‘DOOR ROLLER’.
15.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1993 Repair ‘TOP CENTRE PLATE’.
15.11.1993 Repair ‘TRAIN PIPE (END)’.
15.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2806 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.04.1995 Repair ‘VEHICLE RECLASSIFY’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2806 F’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

10.04.1997 Repair ‘VEHICLE RECLASSIFY’.
10.04.1997 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2806 F’

ABFY 2811

Details: wagon ‘ABFY 2811 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 17.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 04.02.1997
Last Triple Valve: 12.06.1991
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 19.02.1992
Last Lift: 01.03.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.07.1989 Repair ‘END HOSE’.
04.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFX 2811 Y’
10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE PULL ROD’.
10.07.1989 Repair ‘DOOR COMPLETE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘END BRAKE COCK’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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10.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1989 Repair ‘WEAR PLATES & SADDLES’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2811 Y’
07.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2811 Y’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE SPRING’.
27.10.1989 Repair ‘BRAKE PULL ROD’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘TRAIN PIPE (END)’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Repair ‘YOKE CARRIER’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2811 Y’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE CONTROL PIPE’.
20.11.1989 Repair ‘BRAKE PIN’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2811 Y’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘DOOR FRAME’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
16.01.1990 Repair ‘DOOR SLIDE RAIL’.
16.01.1990 Repair ‘END HOSE’.
16.01.1990 Repair ‘STEP’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2811 Y’
26.07.1990 Repair ‘DOOR COMPLETE’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2811 Y’
15.01.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2811 Y’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.04.1991 Repair ‘COUPLER COMPLETE’.
02.04.1991 Repair ‘COUPLER KNUCKLE’.
02.04.1991 Repair ‘END BRAKE COCK’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘TRAIN PIPE (END)’.
02.04.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFX 2811 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE PULL ROD’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR LOCK MECHANISM’.
18.02.1992 Repair ‘DOOR OPENING MECHANISM’.
18.02.1992 Repair ‘DOOR SEAL’.
18.02.1992 Repair ‘END BRAKE COCK’.
18.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1992 Repair ‘SIDE BEARER’.
18.02.1992 Repair ‘TOP CENTRE PLATE’.
18.02.1992 Repair ‘TRAIN PIPE (END)’.
18.02.1992 Repair ‘TRAIN PIPE’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
18.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2811 Y’
17.01.1994 Repair ‘END BRAKE COCK’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2811 Y’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2811 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RBFX 2811 Y’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2811 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2811 Y’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

25.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE RECLASSIFY’.
25.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2811 Y’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 2812

Details: wagon ‘ABFY 2812 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 20.02.1997
Last Triple Valve: 06.03.1990
Last Brake Cylinder: 09.07.1993
Last Single Car Test: 05.06.1989
Last Lift: 05.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.08.1989 Repair ‘END HOSE’.
11.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2812 A’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1990 Repair ‘DOOR COMPLETE’.
13.02.1990 Repair ‘DOOR FRAME’.
13.02.1990 Repair ‘DOOR SLIDE RAIL’.
13.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘STANCHION’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
13.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFX 2812 A’
22.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2812 A’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘DOOR LOCK MECHANISM’.
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03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Repair ‘WHEEL SET’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2812 A’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘EMPTY LOAD VALVE’.
10.01.1991 Repair ‘END BRAKE COCK’.
10.01.1991 Repair ‘END HOSE’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘DOOR LOCK MECHANISM’.
19.11.1991 Repair ‘EMPTY LOAD VALVE’.
19.11.1991 Repair ‘GRADE CONTROL VALVE’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER KNUCKLE’.
08.01.1992 Repair ‘DOOR LOCK MECHANISM’.
08.01.1992 Repair ‘END BRAKE COCK’.
08.01.1992 Repair ‘END HOSE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1993 Repair ‘BRAKE CONTROL PIPE’.
09.07.1993 Repair ‘BRAKE PULL ROD’.
09.07.1993 Repair ‘BRANCH PIPE’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘END BRAKE COCK’.
09.07.1993 Repair ‘END HOSE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1993 Repair ‘TRAIN PIPE (END)’.
09.07.1993 Repair ‘TRAIN PIPE’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
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19.09.1993 Repair ‘END HOSE’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2812 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFX 2812 A’
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2812 A’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2812 A’
28.09.1996 Repair ‘VEHICLE RECLASSIFY’.
28.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2812 A’
01.10.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2814

Details: wagon ‘ABFY 2814 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 12.04.1976
Operating System: AN
Intended Use: GENERAL
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Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 25.11.1996
Due Triple Valve: 01.03.1993
Last Brake Cylinder: 02.02.1994
Last Single Car Test: 02.02.1994
Last Lift: 11.03.1977

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2814 B’
13.12.1989 Repair ‘END HOSE’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2814 B’
20.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2814 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘DOOR COMPLETE’.
07.06.1991 Repair ‘DOOR LOCK MECHANISM’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘END BRAKE COCK’.
07.06.1991 Repair ‘END HOSE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2814 B’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘DOOR COMPLETE’.
24.06.1991 Repair ‘EMPTY LOAD VALVE’.
24.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2814 B’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COUPLER COMPLETE’.
20.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.11.1991 Repair ‘END HOSE’.
20.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Repair ‘WEAR PLATES & SADDLES’.
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20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2814 B’
28.08.1992 Repair ‘COUPLER COMPLETE’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2814 B’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘DOOR SLIDE RAIL’.
20.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABFX 2814 B’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

25.11.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE RECLASSIFY’.
25.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2814 B’

ABFY 2817

Details: wagon ‘ABFY 2817 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 16.12.1996
Due Triple Valve: 15.02.1989
Last Brake Cylinder: 27.08.1990
Last Single Car Test: 07.04.1993
Last Lift: 01.07.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2817 W’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘END HOSE’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Repair ‘SIDE BEARER’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Repair ‘VEHICLE COMPLETE’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COUPLER COMPLETE’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
25.11.1989 Repair ‘DOOR COMPLETE’.
25.11.1989 Repair ‘DOOR LOCK MECHANISM’.
25.11.1989 Repair ‘EMPTY LOAD VALVE’.
25.11.1989 Repair ‘END HOSE’.
25.11.1989 Repair ‘GRADE CONTROL VALVE’.
25.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘COUPLER KNUCKLE’.
05.04.1990 Repair ‘EMPTY LOAD VALVE’.
05.04.1990 Repair ‘END BRAKE COCK’.
05.04.1990 Repair ‘END HOSE’.
05.04.1990 Repair ‘GRADE CONTROL VALVE’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
13.08.1990 Repair ‘STEP’.
13.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘RBFX 2817 W’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.08.1990 Repair ‘BOGIE SPRING’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.03.1991 Repair ‘DOOR LOCK MECHANISM’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
11.04.1991 Repair ‘HANDRAILS END’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘END BRAKE COCK’.
19.02.1992 Repair ‘END HOSE’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
08.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2817 W’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1992 Repair ‘END BRAKE COCK’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2817 W’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
25.03.1993 Repair ‘BRAKE LEVER’.
25.03.1993 Repair ‘DOOR COMPLETE’.
25.03.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2817 W’
16.05.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
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(NRC047)’. New class: ‘RBFX’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 2817 W’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2817 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

16.12.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE RECLASSIFY’.
03.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2817 W’

ABFY 2818

Details: wagon ‘ABFY 2818 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
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BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 27.01.1997
Due Triple Valve: 01.03.1987
Last Triple Valve: 02.07.1990
Last Brake Cylinder: 02.07.1990
Last Single Car Test: 04.01.1991
Last Lift: 10.03.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

29.09.1989 Repair ‘DOOR LOCK MECHANISM’.
29.09.1989 Repair ‘END HOSE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2818 Y’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE BLOCK RB95’.
14.02.1990 Repair ‘BRAKE PULL ROD’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.02.1990 Repair ‘DOOR LOCK MECHANISM’.
14.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1990 Repair ‘WEAR PLATES & SADDLES’.
14.02.1990 Repair ‘YOKE COMPLETE’.
14.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2818 Y’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2818 Y’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘DOOR LOCK MECHANISM’.
04.01.1991 Repair ‘DOOR SEAL’.
04.01.1991 Repair ‘SIDE BEARER’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2818 Y’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
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05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2818 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘DOOR SEAL’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2818 Y’
04.05.1992 Repair ‘HANDRAILS END’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2818 Y’
19.08.1992 Repair ‘DOOR LOCK MECHANISM’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2818 Y’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2818 Y’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2818 Y’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2818 Y’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘Dimboola’ with a previous code of wagon ‘ABFX 2818 Y’
19.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
28.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 2819

Details: wagon ‘ABFY 2819 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 25.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CN AB
Return to Service Date: 29.10.1996
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 16.08.1990
Last Single Car Test: 05.02.1990
Last Lift: 01.09.1986

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2819 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2819 R’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
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22.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2819 R’
06.08.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2821

Details: wagon ‘ABFY 2821 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 20.02.1997
Due Triple Valve: 16.04.1988
Last Brake Cylinder: 03.03.1988
Last Single Car Test: 18.04.1991
Last Lift: 09.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE PULL ROD’.
25.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2821 W’
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘VEHICLE STENCILS’.
02.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2821 W’
18.05.1990 Repair ‘END HOSE’.
18.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2821 W’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.06.1990 Repair ‘BRAKE LEVER’.
05.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
05.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1991 Repair ‘SIDE BEARER’.
08.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
12.02.1991 Repair ‘TRAIN PIPE’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2821 W’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘EMPTY LOAD VALVE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2821 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘DOOR COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘DOOR OPENING MECHANISM’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘END BRAKE COCK’.
07.04.1992 Repair ‘END HOSE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BRAKE LEVER’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘END BRAKE COCK’.
24.06.1993 Repair ‘END HOSE’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘TRAIN PIPE (END)’.
24.06.1993 Repair ‘TRAIN PIPE’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 2821 W’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 2821 W’
20.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
20.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2821 W’
14.02.1997 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2822

Details: wagon ‘ABFY 2822 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 25.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
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BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 30.01.1997
Last Triple Valve: 25.01.1990
Last Brake Cylinder: 26.01.1993
Last Single Car Test: 26.01.1993
Last Lift: 01.09.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2822 S’
16.01.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2822 S’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1990 Repair ‘GRADE CONTROL VALVE’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2822 S’
19.03.1990 Repair ‘STEP’.
19.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFY 2822 S’
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘ROOF COMPLETE’.
20.06.1990 Repair ‘VEHICLE COMPLETE’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
20.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 2822 S’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2822 S’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BEARERS’.
27.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1991 Repair ‘BOGIE SIDEFRAME’.
27.06.1991 Repair ‘BRANCH PIPE’.
27.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘SIDE BEARER’.
27.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1991 Repair ‘VEHICLE RECLASSIFY’.
27.06.1991 Repair ‘VEHICLE STENCILS’.
27.06.1991 Repair ‘WHEEL SET’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2822 S’
28.01.1992 Repair ‘GRAFFITI REMOVAL’.
28.01.1992 Issued at location ‘Pelican Point’ with a previous code of wagon

‘ABFY 2822 S’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘COUPLER COMPLETE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘VEHICLE RECLASSIFY’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2822 S’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BRAKE PULL ROD’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR LOCK MECHANISM’.
21.01.1993 Repair ‘DOOR ROLLER’.
21.01.1993 Repair ‘DOOR SEAL’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Repair ‘SIDE BEARER’.
21.01.1993 Repair ‘STANCHION’.
21.01.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2822 S’
22.02.1993 Repair ‘STEP’.
22.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2822 S’
29.07.1993 Repair ‘DOOR LOCK MECHANISM’.
29.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2822 S’
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 2822 S’
27.10.1993 Repair ‘DOOR LOCK MECHANISM’.
27.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2822 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
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21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2822 S’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

05.04.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE RECLASSIFY’.
05.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2822 S’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2823

Details: wagon ‘ABFY 2823 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 10.04.1997
Due Triple Valve: 01.03.1997
Last Brake Cylinder: 09.04.1990
Last Lift: 05.07.1985

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

15.10.1989 Repair ‘STEP’.
15.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2823 R’
27.12.1989 Repair ‘DOOR LOCK MECHANISM’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2823 R’
08.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2823 R’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘DOOR LOCK MECHANISM’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
04.05.1990 Repair ‘VEHICLE COMPLETE’.
04.05.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RBFX 2823 R’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘END HOSE’.
01.05.1991 Repair ‘SIDE BEARER’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Repair ‘VEHICLE RECLASSIFY’.
01.05.1991 Repair ‘VEHICLE STENCILS’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
02.09.1991 Repair ‘STEP’.
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02.09.1991 Repair ‘STRIKING CASTING’.
02.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2823 R’
05.09.1991 Repair ‘BRAKE BLOCK RB95’.
05.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 2823 R’
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 2823 R’
08.10.1991 Repair ‘STEP’.
08.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2823 R’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘VEHICLE RECLASSIFY’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘DOOR LOCK MECHANISM’.
09.12.1992 Repair ‘END BRAKE COCK’.
09.12.1992 Repair ‘TRAIN PIPE (END)’.
09.12.1992 Repair ‘TRAIN PIPE’.
09.12.1992 Repair ‘VEHICLE COMPLETE’.
09.12.1992 Repair ‘WEAR PLATES & SADDLES’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘EMPTY LOAD VALVE’.
21.01.1994 Repair ‘GRADE CONTROL VALVE’.
21.01.1994 Repair ‘STEP’.
21.01.1994 Repair ‘STRIKING CASTING’.
21.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2823 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

10.04.1997 Repair ‘VEHICLE RECLASSIFY’.
10.04.1997 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2823 R’

ABFY 2827

Details: wagon ‘ABFY 2827 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.01.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 12.02.1997
Last Brake Cylinder: 22.09.1989
Last Single Car Test: 22.09.1989
Last Lift: 23.01.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘TRAIN PIPE (END)’.
22.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2827 N’
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17.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2827 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2827 N’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2827 N’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2827 N’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘Dimboola’ with a previous code of wagon ‘ABFX 2827 N’
05.08.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
09.12.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2828

Details: wagon ‘ABFY 2828 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $26130
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: NS 134
Date Built: 16.02.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 30.12.1996
Due Triple Valve: 01.02.1987
Last Brake Cylinder: 10.12.1990
Last Single Car Test: 04.11.1992
Last Lift: 28.04.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

26.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.12.1989 Repair ‘BRAKE BLOCK RB95’.
26.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2828 W’
25.07.1990 Repair ‘END HOSE’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2828 W’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1990 Repair ‘BRAKE PULL ROD’.
27.09.1990 Repair ‘DOOR LOCK MECHANISM’.
27.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2828 W’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2828 W’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘DOOR LOCK MECHANISM’.
10.12.1990 Repair ‘END BRAKE COCK’.
10.12.1990 Repair ‘END HOSE’.
10.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1990 Repair ‘SIDE BEARER’.
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10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2828 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2828 W’
19.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2828 W’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1992 Repair ‘TRAIN PIPE (END)’.
16.10.1992 Repair ‘TRAIN PIPE’.
16.10.1992 Repair ‘YOKE COMPLETE’.
16.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2828 W’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2828 W’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 2828 W’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2828 W’
27.10.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.
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ABFY 2829

Details: wagon ‘ABFY 2829 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 21.09.1996
Due Triple Valve: 24.08.1991
Last Triple Valve: 11.05.1988
Last Brake Cylinder: 02.05.1990
Last Single Car Test: 10.05.1989
Last Lift: 01.04.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE LEVER’.
28.08.1989 Repair ‘BRAKE PULL ROD’.
28.08.1989 Repair ‘BRANCH PIPE’.
28.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
22.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1989 Repair ‘COUPLER KNUCKLE’.
22.10.1989 Repair ‘DOOR COMPLETE’.
22.10.1989 Repair ‘DOOR LOCK MECHANISM’.
22.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘EMPTY LOAD VALVE’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘BRAKE LEVER’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2829 G’
02.02.1992 Repair ‘HANDRAILS END’.
02.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2829 G’
26.04.1992 Repair ‘HANDRAILS END’.
26.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2829 G’
27.06.1992 Repair ‘HANDRAILS END’.
27.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2829 G’
22.10.1993 Repair ‘HANDRAILS END’.
22.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2829 G’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘DOOR LOCK MECHANISM’.
21.01.1994 Repair ‘END HOSE’.
21.01.1994 Repair ‘TRAIN PIPE’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 2829 G’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 2829 G’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
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ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 2829 G’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2829 G’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2829 G’
28.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2829 G’
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 2829 G’
27.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 2830

Details: wagon ‘ABFY 2830 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.01.1997
Due Triple Valve: 01.01.1987
Last Single Car Test: 12.05.1993
Last Lift: 01.11.1983

26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2830 V’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2830 V’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2830 V’
07.11.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2833

Details: wagon ‘ABFY 2833 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 26.11.1996
Due Triple Valve: 19.03.1989
Last Brake Cylinder: 30.04.1993
Last Single Car Test: 16.12.1991
Last Lift: 05.04.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘CARD OR CLIP HOLDER’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘DOOR COMPLETE’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BRAKE CONTROL PIPE’.
25.09.1989 Repair ‘DOOR COMPLETE’.
25.09.1989 Repair ‘SIDE BEARER’.
25.09.1989 Repair ‘STEP’.
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘DOOR COMPLETE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
17.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFX 2833 C’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘DOOR COMPLETE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘END BRAKE COCK’.
24.04.1991 Repair ‘END HOSE’.
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24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2833 C’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2833 C’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRAKE PULL ROD’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘DOOR COMPLETE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
25.10.1992 Repair ‘DOOR OPENING MECHANISM’.
25.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2833 C’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘DOOR COMPLETE’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘GRADE CONTROL VALVE’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BRANCH PIPE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
03.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘DOOR LOCK MECHANISM’.
26.11.1993 Repair ‘DOOR SLIDE RAIL’.
26.11.1993 Repair ‘EMPTY LOAD VALVE’.
26.11.1993 Repair ‘GRADE CONTROL VALVE’.
26.11.1993 Repair ‘HAND RELEASE (AIR)’.
26.11.1993 Repair ‘WHEEL SET’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2833 C’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 2833 C’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

26.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE RECLASSIFY’.
27.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 2833 C’

ABFY 2835

Details: wagon ‘ABFY 2835 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 08.01.1997
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 26.07.1990
Last Lift: 30.01.1987

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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22.02.1990 Repair ‘HANDRAILS END’.
22.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2835 H’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘DOOR COMPLETE’.
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Repair ‘WEAR PLATES & SADDLES’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2835 H’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRANCH PIPE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘END HOSE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2835 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘DOOR FRAME’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2835 H’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘BRAKE LEVER’.
23.11.1991 Repair ‘BRAKE PULL ROD’.
23.11.1991 Repair ‘BRANCH PIPE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘END HOSE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2835 H’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘COUPLER COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘DOOR COMPLETE’.
02.03.1992 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘GRADE CONTROL VALVE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2835 H’
11.10.1992 Repair ‘COUPLER COMPLETE’.
11.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2835 H’
26.06.1993 Repair ‘HANDRAILS END’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘ABFY 2835 H’
25.11.1993 Repair ‘HANDRAILS END’.
25.11.1993 Repair ‘SIDE BEARER’.
25.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2835 H’
20.01.1994 Repair ‘HANDRAILS END’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 2835 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFY 2835 H’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE RECLASSIFY’.
03.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 2835 H’
20.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 2836

Details: wagon ‘ABFY 2836 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.11.1977
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 30.12.1996
Last Triple Valve: 12.07.1991
Last Brake Cylinder: 11.03.1988
Last Single Car Test: 12.07.1991
Last Lift: 01.10.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2836 G’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2836 G’
26.04.1990 Repair ‘END HOSE’.
26.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 2836 G’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘DOOR LOCK MECHANISM’.
28.04.1990 Repair ‘STEP’.
28.04.1990 Repair ‘TRAIN PIPE’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2836 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.05.1991 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Repair ‘VEHICLE STENCILS’.
24.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2836 G’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2836 G’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1991 Repair ‘TRAIN PIPE (END)’.
11.07.1991 Repair ‘TRAIN PIPE’.
11.07.1991 Repair ‘WEAR PLATES & SADDLES’.
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11.07.1991 Repair ‘YOKE CARRIER’.
11.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 2836 G’
10.09.1991 Repair ‘ROOF COMPLETE’.
10.09.1991 Repair ‘SIDE COMPLETE’.
10.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 2836 G’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Repair ‘WEAR PLATES & SADDLES’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2836 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2836 G’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 2836 G’
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RBFX 2836 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 2836 G’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.12.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE RECLASSIFY’.
30.12.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 2836 G’

ABFY 2837

Details: wagon ‘ABFY 2837 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 21.10.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 01.02.1997
Due Triple Valve: 01.05.1996
Last Triple Valve: 07.01.1994
Last Brake Cylinder: 07.01.1991
Last Lift: 10.09.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘DOOR COMPLETE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘END HOSE’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2837 V’
13.12.1989 Repair ‘DOOR LOCK MECHANISM’.
13.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2837 V’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRAKE BLOCK RB95’.
11.01.1990 Repair ‘HANDRAILS END’.
11.01.1990 Repair ‘WEAR PLATES & SADDLES’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2837 V’
03.06.1990 Repair ‘TRAIN PIPE’.
03.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2837 V’
05.06.1990 Repair ‘DOOR SLIDE RAIL’.
05.06.1990 Repair ‘HANDRAILS END’.
05.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2837 V’
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06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BEARERS’.
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘BRAKE LEVER’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1991 Repair ‘SIDE BEARER’.
07.01.1991 Repair ‘SIDE BEARER’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2837 V’
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘VEHICLE COMPLETE’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
25.02.1991 Repair ‘HANDRAILS’.
16.10.1991 Repair ‘DOOR LOCK MECHANISM’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘BRAKE PULL ROD’.
07.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘DOOR LOCK MECHANISM’.
07.01.1994 Repair ‘EMPTY LOAD VALVE’.
07.01.1994 Repair ‘END HOSE’.
07.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 3088

Details: wagon ‘ABFY 3088 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 12.02.1997
Last Brake Cylinder: 11.02.1992
Last Single Car Test: 13.10.1989
Last Lift: 13.01.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.08.1989 Repair ‘STEP’.
14.08.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3088 Y’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BRANCH PIPE’.
13.10.1989 Repair ‘END BRAKE COCK’.
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 3088 Y’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3088 Y’
04.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
12.09.1990 Repair ‘HANDRAILS END’.
12.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘DOOR LOCK MECHANISM’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3088 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘DOOR LOCK MECHANISM’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3088 Y’
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3088 Y’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘CARD OR CLIP HOLDER’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘DOOR COMPLETE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
11.02.1992 Repair ‘GRADE CONTROL VALVE’.
11.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1992 Repair ‘YOKE CARRIER’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3088 Y’
10.04.1992 Repair ‘DOOR COMPLETE’.
10.04.1992 Repair ‘DOOR COVERING’.
10.04.1992 Repair ‘DOOR LOCK MECHANISM’.
10.04.1992 Repair ‘DOOR OPENING MECHANISM’.
10.04.1992 Repair ‘DOOR ROLLER’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3088 Y’
08.11.1992 Repair ‘HANDRAILS END’.
08.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
04.09.1993 Repair ‘STEP’.
04.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
02.10.1993 Repair ‘COUPLER COMPLETE’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
13.11.1993 Repair ‘DOOR LOCK MECHANISM’.
13.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3088 Y’
10.12.1993 Repair ‘END HOSE’.
10.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
24.12.1993 Repair ‘BRAKE BLOCK RB95’.
24.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3088 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 3088 Y’
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03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

19.11.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE RECLASSIFY’.
19.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3088 Y’
12.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3089

Details: wagon ‘ABFY 3089 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX3089A
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 16.02.1997
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 04.03.1992
Last Single Car Test: 11.02.1991
Last Lift: 16.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘DOOR COMPLETE’.
26.10.1989 Repair ‘DOOR LOCK MECHANISM’.
26.10.1989 Repair ‘DOOR SEAL’.
26.10.1989 Repair ‘DOOR SLIDE RAIL’.
26.10.1989 Repair ‘END BRAKE COCK’.
26.10.1989 Repair ‘SIDE BEARER’.
26.10.1989 Repair ‘TOP CENTRE PLATE’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Repair ‘TRAIN PIPE’.
26.10.1989 Repair ‘WEAR PLATES & SADDLES’.
26.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3089 A’
13.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3089 A’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3089 A’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘END BRAKE COCK’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3089 A’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘DOOR LOCK MECHANISM’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3089 A’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3089 A’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE PULL ROD’.
08.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
08.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3089 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
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29.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3089 A’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘DOOR COMPLETE’.
04.03.1992 Repair ‘HANDRAILS END’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3089 A’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘DOOR LOCK MECHANISM’.
28.04.1992 Repair ‘STEP’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3089 A’
28.09.1992 Repair ‘HANDRAILS END’.
28.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3089 A’
24.09.1993 Repair ‘DOOR HINGES AND PINS’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3089 A’
18.12.1993 Repair ‘HANDRAILS END’.
18.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3089 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFX 3089 A’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3089 A’
29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3089 A’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

27.10.1996 Repair ‘VEHICLE RECLASSIFY’.
27.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 3089 A’
16.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 3090

Details: wagon ‘ABFY 3090 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX / ABFX 3090 C
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 13.01.1997
Due Triple Valve: 01.08.1995
Last Triple Valve: 09.03.1991
Last Brake Cylinder: 06.06.1991
Last Lift: 01.09.1986

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 3090 T’
10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH

SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3090 T’
09.06.1996 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3090 T’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE RECLASSIFY’.
13.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3090 T’
27.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
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29.10.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3093

Details: wagon ‘ABFY 3093 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX3093G
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WR
Return to Service Date: 30.11.1993
Due Triple Valve: 01.11.1996
Last Triple Valve: 15.02.1990
Last Brake Cylinder: 19.12.1988
Last Single Car Test: 11.04.1989
Last Lift: 01.12.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘DOOR LOCK MECHANISM’.
26.10.1989 Repair ‘END BRAKE COCK’.
26.10.1989 Repair ‘STEP’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘DOOR LOCK MECHANISM’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DOOR COMPLETE’.
15.02.1990 Repair ‘END BRAKE COCK’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘SIDE BEARER’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3093 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Repair ‘BRAKE LEVER’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘DOOR OPENING MECHANISM’.
29.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
25.05.1992 Repair ‘DOOR LOCK MECHANISM’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3093 G’
15.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Repair ‘END HOSE’.
30.11.1993 Repair ‘STEP’.
30.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3093 G’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
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RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

10.11.1996 Repair ‘VEHICLE RECLASSIFY’.
10.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 3093 G’

ABFY 3094

Details: wagon ‘ABFY 3094 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 15.02.1997
Last Triple Valve: 12.05.1988
Last Brake Cylinder: 07.11.1991
Last Single Car Test: 22.05.1990
Last Lift: 09.07.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.07.1989 Repair ‘END HOSE’.
23.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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20.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘WHEEL SET’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.05.1990 Repair ‘DOOR COMPLETE’.
14.05.1990 Repair ‘DOOR FRAME’.
14.05.1990 Repair ‘DOOR LOCK MECHANISM’.
14.05.1990 Repair ‘DOOR OPENING MECHANISM’.
14.05.1990 Repair ‘DOOR SEAL’.
14.05.1990 Repair ‘DOOR SLIDE RAIL’.
14.05.1990 Repair ‘END BRAKE COCK’.
14.05.1990 Repair ‘END HOSE’.
14.05.1990 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘HANDRAILS END’.
14.05.1990 Repair ‘STANCHION’.
14.05.1990 Repair ‘STEP’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Repair ‘WEAR PLATES & SADDLES’.
14.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3094 N’
06.03.1991 Repair ‘ROOF COMPLETE’.
06.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 3094 N’
13.03.1991 Repair ‘DOOR LOCK MECHANISM’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3094 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
26.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
11.08.1991 Repair ‘STEP’.
11.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘DOOR OPENING MECHANISM’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
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26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘ROOF SHEET’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
24.01.1993 Repair ‘HANDRAILS END’.
24.01.1993 Repair ‘STEP’.
24.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFY 3094 N’
30.03.1995 Repair ‘VEHICLE RECLASSIFY’.
30.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE RECLASSIFY’.
04.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
07.01.1996 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
05.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3094 N’
06.04.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3094 N’
31.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3094 N’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3094 N’
20.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3094 N’
29.07.1996 Repair ‘VEHICLE COMPLETE’.
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29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE RECLASSIFY’.
29.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3094 N’
29.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3094 N’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3095

Details: wagon ‘ABFY 3095 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 17.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 19.11.1996
Due Triple Valve: 01.08.1989
Last Brake Cylinder: 18.07.1991
Last Single Car Test: 10.11.1989
Last Lift: 23.08.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER COMPLETE’.
10.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.11.1989 Repair ‘DOOR SEAL’.
10.11.1989 Repair ‘TRAIN PIPE (END)’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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10.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RBFX 3095 S’

14.12.1989 Repair ‘STEP’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3095 S’
16.03.1990 Repair ‘HANDRAILS END’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3095 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.07.1991 Repair ‘HANDRAILS END’.
08.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3095 S’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3095 S’
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3095 S’
26.05.1993 Repair ‘STEP’.
26.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3095 S’
27.10.1993 Repair ‘COUPLER COMPLETE’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3095 S’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘COUPLER COMPLETE’.
09.11.1993 Repair ‘END BRAKE COCK’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3095 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 3095 S’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3095 S’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

19.11.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE RECLASSIFY’.
19.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3095 S’
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ABFY 3097

Details: wagon ‘ABFY 3097 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RE RZ AB
Return to Service Date: 25.11.1996
Last Brake Cylinder: 26.09.1990
Last Single Car Test: 03.05.1993
Last Lift: 01.07.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘DOOR LOCK MECHANISM’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3097 N’
26.03.1990 Repair ‘BRANCH PIPE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 3097 N’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘DOOR LOCK MECHANISM’.
26.09.1990 Repair ‘DOOR OPENING MECHANISM’.
26.09.1990 Repair ‘DOOR ROLLER’.
26.09.1990 Repair ‘DOOR SEAL’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘END HOSE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Repair ‘SIDE COMPLETE’.
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26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3097 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘END HOSE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3097 N’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3097 N’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘DOOR LOCK MECHANISM’.
31.01.1992 Repair ‘DOOR OPENING MECHANISM’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3097 N’
15.02.1993 Repair ‘DOOR LOCK MECHANISM’.
15.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 3097 N’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3097 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 3097 N’
02.12.1994 Repair ‘VEHICLE RECLASSIFY’.
02.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘RBFX 3097 N’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H

437



2. TIMS GROUP INFORMATION - WAGONS

RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE RECLASSIFY’.
30.05.1996 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 3097 N’
25.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 3101

Details: wagon ‘ABFY 3101 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 07.11.1996
Last Brake Cylinder: 11.12.1990
Last Single Car Test: 02.07.1991
Last Lift: 11.12.1978

30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 3101 J’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3101 J’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

26.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE RECLASSIFY’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3101 J’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 3102

Details: wagon ‘ABFY 3102 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 08.01.1997
Last Lift: 08.11.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘DOOR COMPLETE’.
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08.08.1990 Repair ‘DOOR LOCK MECHANISM’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘END BRAKE COCK’.
08.08.1990 Repair ‘END HOSE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘TRAIN PIPE (END)’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3102 F’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘DOOR SLIDE RAIL’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘END HOSE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3102 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.09.1992 Repair ‘STEP’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFY 3102 F’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘DOOR OPENING MECHANISM’.
14.05.1993 Repair ‘DOOR SLIDE RAIL’.
14.05.1993 Repair ‘STEP’.
14.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1993 Repair ‘VEHICLE COMPLETE’.
14.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3102 F’
08.07.1993 Repair ‘STEP’.
08.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3102 F’
06.09.1993 Repair ‘HANDRAILS END’.
06.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3102 F’
07.11.1993 Repair ‘DOOR COMPLETE’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3102 F’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3102 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFY 3102 F’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3102 F’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE

440



2.8. Wagon classification starting with ‘ABF’

SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

28.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE RECLASSIFY’.
28.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3102 F’
01.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3103

Details: wagon ‘ABFY 3103 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 08.11.1996
Last Triple Valve: 23.03.1993
Last Brake Cylinder: 20.10.1989
Last Single Car Test: 24.04.1992
Last Lift: 12.09.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘CARD OR CLIP HOLDER’.
20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1989 Repair ‘DOOR COVERING’.
20.10.1989 Repair ‘DOOR FRAME’.
20.10.1989 Repair ‘DOOR OPENING MECHANISM’.
20.10.1989 Repair ‘DOOR ROLLER’.
20.10.1989 Repair ‘DOOR SEAL’.
20.10.1989 Repair ‘HANDRAILS’.
20.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1989 Repair ‘SIDE MEMBER’.
20.10.1989 Repair ‘SIDE STEP’.
20.10.1989 Repair ‘TRAIN PIPE’.
20.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘DOOR ROLLER’.
23.03.1990 Repair ‘END BRAKE COCK’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘DOOR LOCK MECHANISM’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
17.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFY 3103 X’
31.10.1990 Repair ‘DOOR COMPLETE’.
31.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 3103 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE PULL ROD’.
24.04.1991 Repair ‘CARD OR CLIP HOLDER’.
24.04.1991 Repair ‘DOOR LOCK MECHANISM’.
24.04.1991 Repair ‘DOOR SLIDE RAIL’.
24.04.1991 Repair ‘END FRAME MEMBER’.
24.04.1991 Repair ‘SIDE BEARER’.
24.04.1991 Repair ‘TOP CENTRE PLATE’.
24.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Repair ‘TRAIN PIPE’.
14.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘EMPTY LOAD VALVE’.
23.03.1993 Repair ‘GRADE CONTROL VALVE’.
23.03.1993 Repair ‘STRIKING CASTING’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
10.11.1993 Repair ‘COUPLER COMPLETE’.
10.11.1993 Repair ‘DOOR LOCK MECHANISM’.
10.11.1993 Repair ‘SIDE STEP’.
10.11.1993 Repair ‘STEP’.
10.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘WEAR PLATES & SADDLES’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3103 X’
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE RECLASSIFY’.
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10.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
14.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3103 X’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3103 X’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3103 X’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3103 X’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3103 X’
28.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3103 X’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE RECLASSIFY’.
10.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3103 X’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 3104

Details: wagon ‘ABFY 3104 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX;STORED 18.02.93 STI
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 29.01.1997
Due Triple Valve: 07.11.1989
Last Triple Valve: 16.03.1994
Last Brake Cylinder: 07.11.1988
Last Single Car Test: 16.03.1994
Last Lift: 02.09.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘DOOR COMPLETE’.
25.11.1989 Repair ‘DOOR LOCK MECHANISM’.
25.11.1989 Repair ‘EMPTY LOAD VALVE’.
25.11.1989 Repair ‘GRADE CONTROL VALVE’.
25.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3104 T’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘DOOR FRAME’.
27.09.1990 Repair ‘DOOR LOCK MECHANISM’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3104 T’
14.01.1991 Repair ‘VEHICLE COMPLETE’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
14.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3104 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRAKE PULL ROD’.
08.05.1991 Repair ‘BRANCH PIPE’.
08.05.1991 Repair ‘TRAIN PIPE (END)’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3104 T’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3104 T’
13.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1994 Repair ‘END BRAKE COCK’.
13.03.1994 Repair ‘END HOSE’.
13.03.1994 Repair ‘WEAR PLATES & SADDLES’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3104 T’
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BRAKE CONTROL PIPE’.
15.03.1994 Repair ‘BRAKE PULL ROD’.
15.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.03.1994 Repair ‘END HOSE’.
15.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3104 T’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3104 T’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3104 T’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 3104 T’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3104 T’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

02.08.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE RECLASSIFY’.
02.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3104 T’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.09.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3105

Details: wagon ‘ABFY 3105 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 20.11.1996
Last Brake Cylinder: 29.11.1989
Last Single Car Test: 14.10.1988

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3105 W’
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 3105 W’
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘VEHICLE COMPLETE’.
27.04.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 3105 W’
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3105 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘DOOR LOCK MECHANISM’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3105 W’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
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05.09.1991 Repair ‘GRADE CONTROL VALVE’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3105 W’
30.12.1991 Repair ‘HANDRAILS END’.
30.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 3105 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RBFX 3105 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE RECLASSIFY’.
27.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3105 W’
28.05.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 3106

Details: wagon ‘ABFY 3106 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 18.11.1996
Due Triple Valve: 02.06.1989
Last Triple Valve: 30.03.1990
Last Brake Cylinder: 06.02.1989
Last Single Car Test: 27.04.1992
Last Lift: 08.11.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3106 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘DOOR LOCK MECHANISM’.
21.04.1992 Repair ‘END BRAKE COCK’.
21.04.1992 Repair ‘TRAIN PIPE (END)’.
21.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3106 X’
30.08.1992 Repair ‘STEP’.
30.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3106 X’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3106 X’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘CARD OR CLIP HOLDER’.
17.11.1993 Repair ‘DOOR LOCK MECHANISM’.
17.11.1993 Repair ‘END HOSE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3106 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
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28.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3106 X’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3106 X’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3106 X’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Melbourne Yard’ with a previous code of wagon

‘RBFX 3106 X’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE RECLASSIFY’.
18.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3106 X’

ABFY 3111

Details: wagon ‘ABFY 3111 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.07.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 09.02.1997
Last Single Car Test: 03.04.1989
Last Lift: 27.09.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.12.1989 Repair ‘DOOR LOCK MECHANISM’.
06.12.1989 Repair ‘END BRAKE COCK’.
06.12.1989 Repair ‘END HOSE’.
06.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3111 E’
08.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3111 E’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Repair ‘CARD OR CLIP HOLDER’.
09.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.10.1990 Repair ‘DOOR LOCK MECHANISM’.
09.10.1990 Repair ‘DOOR LOCK MECHANISM’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘END HOSE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3111 E’
05.04.1991 Repair ‘END HOSE’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3111 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.06.1991 Repair ‘VEHICLE COMPLETE’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 3111 E’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3111 E’
04.09.1992 Repair ‘COUPLER COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3111 E’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘COUPLER COMPLETE’.
15.09.1992 Repair ‘COUPLER KNUCKLE’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3111 E’
04.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3111 E’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

23.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3111 E’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3111 E’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3111 E’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

24.03.1996 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE RECLASSIFY’.
24.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3111 E’
03.07.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3112

Details: wagon ‘ABFY 3112 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 06.07.1976
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 05.01.1997
Last Brake Cylinder: 26.07.1991
Last Single Car Test: 19.06.1989
Last Lift: 29.04.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
01.06.1990 Repair ‘STEP’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
10.06.1990 Repair ‘STEP’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
13.01.1991 Repair ‘STEP’.
13.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3112 H’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘DOOR LOCK MECHANISM’.
09.12.1991 Repair ‘END BRAKE COCK’.
09.12.1991 Repair ‘END HOSE’.
09.12.1991 Repair ‘TRAIN PIPE (END)’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3112 H’
13.02.1992 Repair ‘STEP’.
13.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
14.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 3112 H’
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
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11.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
11.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE RECLASSIFY’.
04.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3112 H’
26.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3112 H’
17.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3112 H’
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 3112 H’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
07.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
23.09.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3112 H’
30.09.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3113

Details: wagon ‘ABFY 3113 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 25.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.01.1997
Due Triple Valve: 01.11.1989
Last Brake Cylinder: 01.11.1988
Last Single Car Test: 17.02.1989
Last Lift: 27.03.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.12.1989 Repair ‘END BRAKE COCK’.
06.12.1989 Repair ‘END HOSE’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 3113 Q’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR COMPLETE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3113 Q’
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3113 Q’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3113 Q’
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15.04.1991 Repair ‘SIDE SHEET’.
15.04.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RBFY 3113 Q’
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3113 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.09.1991 Repair ‘ROOF COMPLETE’.
18.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 3113 Q’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘YOKE CARRIER’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3113 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3113 Q’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3113 Q’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3113 Q’
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RBFY 3113 Q’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3113 Q’
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3113 Q’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3113 Q’
11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3113 Q’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3113 Q’
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14.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3113 Q’
09.12.1996 Repair ‘VEHICLE COMPLETE’.
09.12.1996 Repair ‘VEHICLE RECLASSIFY’.
09.12.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3113 Q’
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3114

Details: wagon ‘ABFY 3114 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX3114V
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RE
Return to Service Date: 10.01.1997
Due Triple Valve: 01.04.1997
Last Brake Cylinder: 08.04.1992
Last Lift: 01.08.1985

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.12.1989 Repair ‘DOOR LOCK MECHANISM’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 3114 V’
16.01.1990 Repair ‘END HOSE’.
16.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3114 V’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘DOOR COMPLETE’.
03.05.1990 Repair ‘DOOR LOCK MECHANISM’.
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03.05.1990 Repair ‘DOOR SLIDE RAIL’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3114 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.02.1992 Repair ‘YOKE CARRIER’.
26.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3114 V’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRANCH PIPE’.
08.04.1992 Repair ‘END HOSE’.
08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3114 V’
10.07.1992 Repair ‘HANDRAILS END’.
10.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3114 V’
02.09.1992 Repair ‘DOOR COMPLETE’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3114 V’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘COUPLER KNUCKLE’.
15.09.1992 Repair ‘DOOR COMPLETE’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3114 V’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘HAND RELEASE (AIR)’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3114 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.04.1995 Repair ‘VEHICLE RECLASSIFY’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3114 V’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

10.11.1996 Repair ‘VEHICLE RECLASSIFY’.
10.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 3114 V’
10.01.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 3115

Details: wagon ‘ABFY 3115 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 29.01.1997
Last Brake Cylinder: 15.04.1992
Last Single Car Test: 13.11.1991
Last Lift: 17.07.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘COUPLER COMPLETE’.
08.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.02.1990 Repair ‘DOOR COMPLETE’.
08.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘DOOR LOCK MECHANISM’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘DOOR COMPLETE’.
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27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘VEHICLE COMPLETE’.
24.04.1991 Repair ‘VEHICLE STENCILS’.
24.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 3115 L’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3115 L’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘END HOSE’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘TRAIN PIPE (END)’.
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘CARD OR CLIP HOLDER’.
08.11.1991 Repair ‘DOOR COMPLETE’.
08.11.1991 Repair ‘DOOR LOCK MECHANISM’.
08.11.1991 Repair ‘DOOR OPENING MECHANISM’.
08.11.1991 Repair ‘HANDRAILS END’.
08.11.1991 Repair ‘STEP’.
08.11.1991 Repair ‘TOP CENTRE PLATE’.
08.11.1991 Repair ‘TRAIN PIPE (END)’.
08.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3115 L’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘DOOR LOCK MECHANISM’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
21.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE PIN’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
15.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 3115 L’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
22.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
14.04.1996 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3115 L’
17.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3115 L’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3115 L’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3115 L’
21.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3115 L’
30.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE RECLASSIFY’.
30.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3115 L’
28.11.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3116

Details: wagon ‘ABFY 3116 D’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 25.01.1997
Due Triple Valve: 01.04.1996
Last Brake Cylinder: 25.04.1990
Last Single Car Test: 04.11.1992
Last Lift: 02.04.1986

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘DOOR LOCK MECHANISM’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘END BRAKE COCK’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
03.12.1989 Repair ‘DOOR LOCK MECHANISM’.
03.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
02.03.1990 Repair ‘STEP’.
02.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 3116 Q’
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.04.1990 Repair ‘COUPLER KNUCKLE’.
25.04.1990 Repair ‘DOOR LOCK MECHANISM’.
25.04.1990 Repair ‘DOOR OPENING MECHANISM’.
25.04.1990 Repair ‘EMPTY LOAD VALVE’.
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25.04.1990 Repair ‘GRADE CONTROL VALVE’.
25.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.04.1990 Repair ‘TRAIN PIPE (END)’.
25.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘BRANCH PIPE’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1990 Repair ‘DOOR COMPLETE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
09.12.1990 Repair ‘YOKE CARRIER’.
09.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
16.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
16.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘CARD OR CLIP HOLDER’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COVERING’.
20.10.1992 Repair ‘DOOR ROLLER’.
20.10.1992 Repair ‘DRAFT GEAR POCKET’.
20.10.1992 Repair ‘END BRAKE COCK’.
20.10.1992 Repair ‘END HOSE’.
20.10.1992 Repair ‘TRAIN PIPE (END)’.
20.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3116 Q’
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
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30.04.1993 Repair ‘DOOR LOCK MECHANISM’.
30.04.1993 Repair ‘DOOR OPENING MECHANISM’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3116 Q’
04.07.1993 Repair ‘END HOSE’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
12.09.1993 Repair ‘END BRAKE COCK’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3116 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 3116 Q’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE RECLASSIFY’.
30.05.1996 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 3116 Q’
21.09.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3117

Details: wagon ‘ABFY 3117 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 134
Date Built: 09.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 18.11.1996
Due Triple Valve: 01.03.1997
Last Triple Valve: 06.08.1992
Last Brake Cylinder: 06.08.1992
Last Single Car Test: 06.08.1992
Last Lift: 13.03.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3117 C’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1989 Repair ‘CENTRE SILL’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘DOOR COMPLETE’.
19.10.1989 Repair ‘DOOR LOCK MECHANISM’.
19.10.1989 Repair ‘END BRAKE COCK’.
19.10.1989 Repair ‘END HOSE’.
19.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1989 Repair ‘STEP’.
19.10.1989 Repair ‘TRAIN PIPE (END)’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3117 C’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.04.1990 Repair ‘DOOR LOCK MECHANISM’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3117 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

465



2. TIMS GROUP INFORMATION - WAGONS

30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘BRAKE PIN’.
30.07.1992 Repair ‘BRANCH PIPE’.
30.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.07.1992 Repair ‘DOOR COMPLETE’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Repair ‘HANDRAILS END’.
30.07.1992 Repair ‘HITCH COMPLETE’.
30.07.1992 Repair ‘ISOLATING COCK’.
30.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Repair ‘TRAIN PIPE (END)’.
30.07.1992 Repair ‘TRAIN PIPE’.
30.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3117 C’
31.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3117 C’
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘COUPLER COMPLETE’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘EMPTY LOAD VALVE’.
01.01.1994 Repair ‘GRADE CONTROL VALVE’.
01.01.1994 Repair ‘STEP’.
01.01.1994 Repair ‘TRAIN PIPE (END)’.
01.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3117 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 3117 C’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE RECLASSIFY’.
18.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3117 C’
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ABFY 3119

Details: wagon ‘ABFY 3119 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 29.11.1996
Last Brake Cylinder: 05.05.1993
Last Single Car Test: 07.05.1992
Last Lift: 21.03.1986

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 3119 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

29.11.1996 Repair ‘VEHICLE COMPLETE’.
29.11.1996 Repair ‘VEHICLE RECLASSIFY’.
29.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3119 B’
02.12.1996 Repair ‘VEHICLE RECLASSIFY’.
02.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 3119 B’

ABFY 3120

Details: wagon ‘ABFY 3120 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 17.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.01.1997
Last Brake Cylinder: 18.08.1989
Last Single Car Test: 01.03.1994
Last Lift: 10.02.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘DOOR COMPLETE’.
18.08.1989 Repair ‘DOOR LOCK MECHANISM’.
18.08.1989 Repair ‘HANDRAILS END’.
18.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1989 Repair ‘TRAIN PIPE’.
18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
20.10.1989 Repair ‘STEP’.
20.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRANCH PIPE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘DOOR OPENING MECHANISM’.
11.07.1990 Repair ‘DOOR SEAL’.
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11.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RBFY 3120 U’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘CARD OR CLIP HOLDER’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘DOOR ROLLER’.
05.07.1991 Repair ‘END HOSE’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
12.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1991 Repair ‘STEP’.
12.10.1991 Repair ‘TRAIN PIPE (END)’.
12.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1992 Repair ‘DOOR COMPLETE’.
13.04.1992 Repair ‘DOOR ROLLER’.
13.04.1992 Repair ‘HANDRAILS END’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BEARERS’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘DOOR COMPLETE’.
23.06.1993 Repair ‘DOOR COVERING’.
23.06.1993 Repair ‘DOOR LOCK MECHANISM’.
23.06.1993 Repair ‘DOOR OPENING MECHANISM’.
23.06.1993 Repair ‘DOOR ROLLER’.
23.06.1993 Repair ‘DOOR SLIDE RAIL’.
23.06.1993 Repair ‘DRAFT GEAR POCKET’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3120 U’
17.09.1993 Repair ‘STEP’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘TRAIN PIPE’.
17.02.1994 Repair ‘WHEEL SET’.
17.02.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFY 3120 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
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16.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE RECLASSIFY’.
06.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3120 U’
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
08.04.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3120 U’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3120 U’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE RECLASSIFY’.
02.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3120 U’
11.07.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3122

Details: wagon ‘ABFY 3122 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 134
Date Built: 15.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 07.11.1996
Due Triple Valve: 07.07.1990
Last Triple Valve: 12.05.1992
Last Brake Cylinder: 12.05.1992
Last Lift: 26.06.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘END BRAKE COCK’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘WEAR PLATES & SADDLES’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1990 Repair ‘DOOR ROLLER’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END HOSE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
28.12.1992 Repair ‘STEP’.
28.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
26.05.1993 Repair ‘HANDRAILS END’.
26.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
15.07.1993 Repair ‘STEP’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 3122 P’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
09.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
24.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
25.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3122 P’
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3122 P’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3122 P’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3122 P’
29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE RECLASSIFY’.
29.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3122 P’
30.07.1996 Repair ‘VEHICLE COMPLETE’.
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24.08.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
28.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 3125

Details: wagon ‘ABFY 3125 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX ABFX3125V
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 14.10.1996
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 02.08.1990
Last Lift: 19.12.1978

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

24.08.1995 Repair ‘VEHICLE RECLASSIFY’.
24.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 3125 P’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE RECLASSIFY’.
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02.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3125 P’
02.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3125 P’
17.06.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 3128

Details: wagon ‘ABFY 3128 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 12.02.1997
Due Triple Valve: 01.09.1995
Last Triple Valve: 05.02.1990
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 11.05.1993
Last Lift: 15.01.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘DOOR LOCK MECHANISM’.
11.10.1989 Repair ‘END BRAKE COCK’.
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11.10.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3128 A’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘DOOR LOCK MECHANISM’.
01.02.1990 Repair ‘DOOR OPENING MECHANISM’.
01.02.1990 Repair ‘DOOR SLIDE RAIL’.
01.02.1990 Repair ‘END BRAKE COCK’.
01.02.1990 Repair ‘END HOSE’.
01.02.1990 Repair ‘TRAIN PIPE (END)’.
01.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3128 A’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘CARD OR CLIP HOLDER’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘DOOR LOCK MECHANISM’.
02.08.1990 Repair ‘EMPTY LOAD VALVE’.
02.08.1990 Repair ‘END HOSE’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
19.11.1990 Repair ‘STEP’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3128 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1991 Repair ‘DOOR LOCK MECHANISM’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘END HOSE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3128 A’
02.09.1993 Repair ‘STEP’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
10.08.1994 Repair ‘VEHICLE RECLASSIFY’.
10.08.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 3128 A’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
25.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3128 A’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
25.06.1996 Alteration ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO ‘ABFY‘(RETURNED

FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
24.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
07.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3128 A’
23.11.1996 Repair ‘VEHICLE RECLASSIFY’.
23.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 3128 A’
12.12.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 3129

Details: wagon ‘ABFY 3129 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 20.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 08.01.1997
Last Triple Valve: 05.01.1993
Last Brake Cylinder: 14.12.1988
Last Single Car Test: 27.07.1990
Last Lift: 19.09.1990

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

02.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
17.08.1989 Repair ‘DOOR LOCK MECHANISM’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
15.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘BRANCH PIPE’.
24.07.1990 Repair ‘CARD OR CLIP HOLDER’.
24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘SIDE BEARER’.
24.07.1990 Repair ‘STANCHION’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3129 J’
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22.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.06.1991 Repair ‘VEHICLE COMPLETE’.
29.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3129 J’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘DOOR COMPLETE’.
23.07.1991 Repair ‘END HOSE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3129 J’
11.12.1992 Repair ‘STEP’.
11.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.01.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3129 J’
03.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE SIDEFRAME’.
05.11.1993 Repair ‘COUPLER COMPLETE’.
05.11.1993 Repair ‘HAND RELEASE (AIR)’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3129 J’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3129 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 3129 J’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3129 J’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE RECLASSIFY’.
30.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3129 J’
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02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3129 J’
13.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3129 J’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3129 J’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3129 J’
03.08.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3129 J’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3129 J’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE RECLASSIFY’.
10.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3129 J’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3130

Details: wagon ‘ABFY 3130 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 19.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX3130B
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 08.06.1995
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 06.11.1990
Last Lift: 16.04.1987
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.11.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
21.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Repair ‘END HOSE’.
10.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3130 B’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘HANDRAILS END’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3130 B’
08.08.1990 Repair ‘ROOF COMPLETE’.
08.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 3130 B’
26.08.1990 Repair ‘COUPLER KNUCKLE’.
26.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
02.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BRANCH PIPE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1990 Repair ‘DOOR LOCK MECHANISM’.
06.11.1990 Repair ‘DOOR OPENING MECHANISM’.
06.11.1990 Repair ‘DOOR SLIDE RAIL’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1990 Repair ‘TRAIN PIPE (END)’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3130 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1991 Repair ‘DOOR LOCK MECHANISM’.
01.08.1991 Repair ‘ROOF SHEET’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3130 B’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE PULL ROD’.
04.02.1992 Repair ‘DOOR SLIDE RAIL’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3130 B’
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16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘COUPLER KNUCKLE’.
16.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
16.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3130 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 3130 B’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

08.06.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3130 B’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

10.11.1996 Repair ‘VEHICLE RECLASSIFY’.
10.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 3130 B’

ABFY 3131

Details: wagon ‘ABFY 3131 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
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BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 19.02.1997
Last Triple Valve: 04.01.1990
Last Brake Cylinder: 04.01.1990
Last Single Car Test: 04.05.1993
Last Lift: 26.10.1987

02.09.1986 Alteration complete ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND
‘ABNX’ VANS. (RS4146)’.

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘DOOR LOCK MECHANISM’.
04.01.1990 Repair ‘DOOR OPENING MECHANISM’.
04.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1990 Repair ‘VEHICLE STENCILS’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3131 K’
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3131 K’
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘DOOR LOCK MECHANISM’.
11.06.1990 Repair ‘EMPTY LOAD VALVE’.
11.06.1990 Repair ‘GRADE CONTROL VALVE’.
11.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3131 K’
18.03.1991 Repair ‘VEHICLE COMPLETE’.
18.03.1991 Repair ‘VEHICLE STENCILS’.
18.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 3131 K’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘END BRAKE COCK’.
11.04.1991 Repair ‘END HOSE’.
11.04.1991 Repair ‘TRAIN PIPE (END)’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3131 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3131 K’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
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14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3131 K’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘DOOR COMPLETE’.
28.11.1991 Repair ‘DOOR LOCK MECHANISM’.
28.11.1991 Repair ‘END HOSE’.
28.11.1991 Repair ‘HANDRAILS END’.
28.11.1991 Repair ‘TRAIN PIPE (END)’.
28.11.1991 Repair ‘TRAIN PIPE’.
28.11.1991 Repair ‘VEHICLE COMPLETE’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3131 K’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘END BRAKE COCK’.
30.03.1992 Repair ‘TRAIN PIPE (END)’.
30.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3131 K’
31.03.1992 Repair ‘BODY COMPLETE’.
31.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3131 K’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘DOOR SLIDE RAIL’.
19.10.1992 Repair ‘END HOSE’.
19.10.1992 Repair ‘STEP’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3131 K’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘BRANCH PIPE’.
30.04.1993 Repair ‘DOOR COMPLETE’.
30.04.1993 Repair ‘DOOR LOCK MECHANISM’.
30.04.1993 Repair ‘DOOR LOCK MECHANISM’.
30.04.1993 Repair ‘DOOR ROLLER’.
30.04.1993 Repair ‘DOOR SEAL’.
30.04.1993 Repair ‘SIDE BEARER’.
30.04.1993 Repair ‘STANCHION’.
30.04.1993 Repair ‘TRAIN PIPE (END)’.
30.04.1993 Repair ‘TRAIN PIPE’.
30.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3131 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RBFX 3131 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

28.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3131 K’
29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE RECLASSIFY’.
29.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3131 K’
29.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 3131 K’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3132

Details: wagon ‘ABFY 3132 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 26.01.1997
Due Triple Valve: 05.08.1989
Last Triple Valve: 06.03.1990
Last Brake Cylinder: 06.03.1990
Last Single Car Test: 16.12.1991
Last Lift: 20.03.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.11.1989 Repair ‘BRAKE PULL ROD’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3132 A’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1990 Repair ‘CARD OR CLIP HOLDER’.
01.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.03.1990 Repair ‘DOOR COMPLETE’.
01.03.1990 Repair ‘DOOR COVERING’.
01.03.1990 Repair ‘DOOR OPENING MECHANISM’.
01.03.1990 Repair ‘DOOR SLIDE RAIL’.
01.03.1990 Repair ‘END HOSE’.
01.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘ROOF SHEET’.
01.03.1990 Repair ‘TRAIN PIPE (END)’.
01.03.1990 Repair ‘WEAR PLATES & SADDLES’.
01.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFY 3132 A’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BRAKE LEVER’.
01.05.1990 Repair ‘BRAKE PULL ROD’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3132 A’
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘DOOR COMPLETE’.
02.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3132 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘END BRAKE COCK’.
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10.05.1991 Repair ‘END HOSE’.
10.05.1991 Repair ‘TRAIN PIPE (END)’.
10.05.1991 Repair ‘TRAIN PIPE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3132 A’
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘DOOR LOCK MECHANISM’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3132 A’
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3132 A’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘CARD OR CLIP HOLDER’.
11.12.1991 Repair ‘DOOR COMPLETE’.
11.12.1991 Repair ‘DOOR COVERING’.
11.12.1991 Repair ‘DOOR LOCK MECHANISM’.
11.12.1991 Repair ‘DOOR OPENING MECHANISM’.
11.12.1991 Repair ‘DOOR ROLLER’.
11.12.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘SIDE SHEET’.
11.12.1991 Repair ‘STEP’.
11.12.1991 Repair ‘TRAIN PIPE’.
11.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3132 A’
18.11.1993 Repair ‘STEP’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3132 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 3132 A’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE RECLASSIFY’.
06.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3132 A’
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3132 A’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3132 A’
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3132 A’
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28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3132 A’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3132 A’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3132 A’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3132 A’
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3132 A’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3132 A’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3132 A’
26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3132 A’
02.09.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE RECLASSIFY’.
02.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3132 A’
22.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1997 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3133

Details: wagon ‘ABFY 3133 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 13.02.1997
Due Triple Valve: 01.06.1987
Last Lift: 17.09.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
19.10.1989 Repair ‘TRAIN PIPE (END)’.
19.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
05.07.1990 Repair ‘TRAIN PIPE (END)’.
05.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 3133 F’
18.07.1990 Repair ‘ISOLATING COCK’.
18.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
15.02.1993 Repair ‘DOOR LOCK MECHANISM’.
15.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
21.01.1994 Repair ‘DOOR LOCK MECHANISM’.
21.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 3133 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 3133 F’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

06.08.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE RECLASSIFY’.
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06.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 3133 F’
13.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3134

Details: wagon ‘ABFY 3134 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 01.02.1997
Last Brake Cylinder: 29.02.1988
Last Single Car Test: 18.01.1989
Last Lift: 01.04.1986

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘AXLEBOX’.
06.03.1990 Repair ‘DOOR COMPLETE’.
06.03.1990 Repair ‘DOOR ROLLER’.
06.03.1990 Repair ‘END BRAKE COCK’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
23.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 3134 S’
18.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
01.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.12.1991 Repair ‘TRAIN PIPE (END)’.
01.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 3134 S’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE RECLASSIFY’.
10.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
03.09.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
01.10.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
06.04.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3134 S’
14.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3134 S’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
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10.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3134 S’
28.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3134 S’
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 3134 S’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 3135

Details: wagon ‘ABFY 3135 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX3135G RBFX3135A
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 28.11.1996
Due Triple Valve: 07.03.1990
Last Single Car Test: 29.06.1990
Last Lift: 14.10.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.11.1989 Repair ‘STEP’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3135 E’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
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25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RBFY 3135 E’

05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3135 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘END HOSE’.
22.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 3135 E’
23.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 3135 E’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘END BRAKE COCK’.
30.07.1991 Repair ‘END COMPLETE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘SIDE SHEET’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3135 E’
28.03.1992 Repair ‘COUPLER COMPLETE’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 3135 E’
15.05.1992 Repair ‘STEP’.
15.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFY 3135 E’
18.08.1992 Repair ‘COUPLER COMPLETE’.
18.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3135 E’
21.09.1993 Repair ‘STEP’.
21.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3135 E’
23.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
23.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3135 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RBFY 3135 E’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 3135 E’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

28.11.1996 Repair ‘VEHICLE COMPLETE’.
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28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
28.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 3135 E’
29.11.1996 Repair ‘VEHICLE RECLASSIFY’.
29.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 3135 E’

ABFY 3136

Details: wagon ‘ABFY 3136 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 16.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 27.11.1996
Last Brake Cylinder: 01.10.1990
Last Single Car Test: 03.04.1992
Last Lift: 01.11.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.09.1989 Repair ‘BOGIE SPRING’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3136 P’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.12.1989 Repair ‘DOOR COMPLETE’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3136 P’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRAKE LEVER’.
27.03.1990 Repair ‘CARD OR CLIP HOLDER’.
27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.03.1990 Repair ‘END BRAKE COCK’.
27.03.1990 Repair ‘HANDRAILS END’.
27.03.1990 Repair ‘SIDE BEARER’.
27.03.1990 Repair ‘TOP CENTRE PLATE’.
27.03.1990 Repair ‘TRAIN PIPE (END)’.
27.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1990 Repair ‘YOKE COMPLETE’.
27.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3136 P’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.04.1990 Repair ‘DOOR COMPLETE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3136 P’
06.06.1990 Repair ‘ROOF COMPLETE’.
06.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3136 P’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘DOOR LOCK MECHANISM’.
01.10.1990 Repair ‘DOOR OPENING MECHANISM’.
01.10.1990 Repair ‘DOOR SLIDE RAIL’.
01.10.1990 Repair ‘END HOSE’.
01.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3136 P’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1990 Repair ‘DOOR COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3136 P’
25.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3136 P’
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3136 P’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3136 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
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03.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3136 P’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1991 Repair ‘WEAR PLATES & SADDLES’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3136 P’
30.11.1991 Repair ‘END HOSE’.
30.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3136 P’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘DOOR COMPLETE’.
30.03.1992 Repair ‘DOOR LOCK MECHANISM’.
30.03.1992 Repair ‘DOOR SLIDE RAIL’.
30.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3136 P’
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3136 P’
30.10.1992 Repair ‘STEP’.
30.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3136 P’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3136 P’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

27.11.1996 Repair ‘VEHICLE COMPLETE’.
29.11.1996 Repair ‘VEHICLE RECLASSIFY’.
29.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 3136 P’

ABFY 3137

Details: wagon ‘ABFY 3137 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RE RZ AB
Return to Service Date: 11.09.1996
Last Brake Cylinder: 06.01.1992
Last Single Car Test: 21.01.1993
Last Lift: 01.11.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BRAKE CONTROL PIPE’.
28.07.1989 Repair ‘BRANCH PIPE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘DOOR OPENING MECHANISM’.
28.07.1989 Repair ‘END HOSE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1989 Repair ‘EMPTY LOAD VALVE’.
20.10.1989 Repair ‘GRADE CONTROL VALVE’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Repair ‘WEAR PLATES & SADDLES’.
20.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Repair ‘DOOR COMPLETE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘END BRAKE COCK’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Repair ‘TRAIN PIPE (END)’.
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19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘DOOR SLIDE RAIL’.
23.07.1990 Repair ‘EMPTY LOAD VALVE’.
23.07.1990 Repair ‘END HOSE’.
23.07.1990 Repair ‘GRADE CONTROL VALVE’.
23.07.1990 Repair ‘SIDE SHEET’.
23.07.1990 Repair ‘TRAIN PIPE (END)’.
23.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1991 Repair ‘BRAKE PULL ROD’.
04.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3137 F’
05.03.1991 Repair ‘ROOF COMPLETE’.
05.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 3137 F’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BRAKE PULL ROD’.
07.03.1991 Repair ‘TRAIN PIPE (END)’.
07.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3137 F’
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3137 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1991 Repair ‘TRAIN PIPE (END)’.
22.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3137 F’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘DOOR COMPLETE’.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
13.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1992 Repair ‘BRAKE PULL ROD’.
13.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3137 F’
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26.04.1992 Repair ‘STRIKING CASTING’.
26.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
14.06.1992 Repair ‘STEP’.
14.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3137 F’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘END HOSE’.
10.09.1992 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3137 F’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1993 Repair ‘COUPLER COMPLETE’.
20.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.01.1993 Repair ‘DOOR LOCK MECHANISM’.
20.01.1993 Repair ‘DOOR OPENING MECHANISM’.
20.01.1993 Repair ‘DOOR SEAL’.
20.01.1993 Repair ‘END HOSE’.
20.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1993 Repair ‘HANDRAILS’.
20.01.1993 Repair ‘STANCHION’.
20.01.1993 Repair ‘TRAIN PIPE’.
20.01.1993 Repair ‘WEAR PLATES & SADDLES’.
20.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 3137 F’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘HAND RELEASE (AIR)’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

01.10.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 3137 F’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
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3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE RECLASSIFY’.
25.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 3137 F’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4405

Details: wagon ‘ABFY 4405 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 19.02.1997
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 26.05.1990
Last Single Car Test: 05.05.1988
Last Lift: 14.02.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.01.1990 Repair ‘DOOR LOCK MECHANISM’.
08.01.1990 Repair ‘DOOR OPENING MECHANISM’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4405 N’
21.05.1990 Repair ‘HANDRAILS END’.
21.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4405 N’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘DOOR FRAME’.
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26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1990 Repair ‘STEP’.
26.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4405 N’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘DOOR FRAME’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4405 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.09.1991 Repair ‘ROOF COMPLETE’.
18.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 4405 N’
24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘END BRAKE COCK’.
24.04.1992 Repair ‘STEP’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4405 N’
03.10.1993 Repair ‘END BRAKE COCK’.
03.10.1993 Repair ‘END BRAKE COCK’.
03.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4405 N’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4405 N’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4405 N’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

07.04.1996 Repair ‘VEHICLE COMPLETE’.
07.04.1996 Repair ‘VEHICLE RECLASSIFY’.
07.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4405 N’
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17.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4411

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP
AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

ABFY 4412

Details: wagon ‘ABFY 4412 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 27.01.1997
Last Triple Valve: 12.06.1991
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 12.06.1991
Last Lift: 15.03.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.03.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4412 N’
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4412 N’
15.01.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4412 N’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1991 Repair ‘BRANCH PIPE’.
02.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.04.1991 Repair ‘COUPLER KNUCKLE’.
02.04.1991 Repair ‘DOOR FRAME’.
02.04.1991 Repair ‘DOOR OPENING MECHANISM’.
02.04.1991 Repair ‘DOOR ROLLER’.
02.04.1991 Repair ‘DOOR SLIDE RAIL’.
02.04.1991 Repair ‘HANDRAILS’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1991 Repair ‘STANCHION’.
02.04.1991 Repair ‘STEP’.
02.04.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘ABFX 4412 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘VEHICLE COMPLETE’.
09.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4412 N’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘EMPTY LOAD VALVE’.
12.02.1992 Repair ‘GRADE CONTROL VALVE’.
12.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1992 Repair ‘TRAIN PIPE (END)’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4412 N’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4412 N’
03.05.1992 Repair ‘DOOR LOCK MECHANISM’.
03.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4412 N’
22.10.1993 Repair ‘HANDRAILS END’.
22.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4412 N’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4412 N’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4412 N’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

26.03.1996 Repair ‘VEHICLE RECLASSIFY’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4412 N’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4416

Details: wagon ‘ABFY 4416 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 29.04.1977
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 15.02.1997
Last Brake Cylinder: 11.06.1992
Last Single Car Test: 16.05.1989
Last Lift: 09.10.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.08.1989 Repair ‘STEP’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 4416 U’
11.04.1990 Repair ‘DOOR COMPLETE’.
11.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4416 U’
20.08.1990 Repair ‘STEP’.
20.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
27.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4416 U’
10.09.1990 Repair ‘RELAY VALVE’.
10.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
09.11.1990 Repair ‘END HOSE’.
09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 4416 U’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘COUPLER KNUCKLE’.
14.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.11.1990 Repair ‘DOOR LOCK MECHANISM’.
14.11.1990 Repair ‘DOOR SLIDE RAIL’.
14.11.1990 Repair ‘EMPTY LOAD VALVE’.
14.11.1990 Repair ‘GRADE CONTROL VALVE’.
14.11.1990 Repair ‘SIDE BEARER’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4416 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘DOOR LOCK MECHANISM’.
30.08.1991 Repair ‘DOOR OPENING MECHANISM’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
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30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4416 U’
25.03.1992 Repair ‘DOOR LOCK MECHANISM’.
25.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘DOOR LOCK MECHANISM’.
11.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4416 U’
06.04.1993 Repair ‘STEP’.
06.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
20.06.1993 Repair ‘SIDE SHEET’.
20.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
17.09.1993 Repair ‘DOOR LOCK MECHANISM’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
07.11.1993 Repair ‘STEP’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4416 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 4416 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

06.08.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE RECLASSIFY’.
06.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4416 U’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
05.12.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4417

Details: wagon ‘ABFY 4417 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 13.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 02.01.1997
Last Triple Valve: 14.02.1990
Last Brake Cylinder: 15.06.1990
Last Single Car Test: 06.04.1992
Last Lift: 15.11.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.07.1989 Repair ‘STEP’.
21.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
28.10.1989 Repair ‘STEP’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘END BRAKE COCK’.
10.11.1989 Repair ‘END HOSE’.
10.11.1989 Repair ‘SIDE BEARER’.
10.11.1989 Repair ‘TRAIN PIPE (END)’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Repair ‘WEAR PLATES & SADDLES’.
10.11.1989 Repair ‘WHEEL SET’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4417 G’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE BLOCK RB95’.
14.02.1990 Repair ‘CARD OR CLIP HOLDER’.
14.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘DOOR COMPLETE’.
14.02.1990 Repair ‘END HOSE’.
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14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4417 G’
09.03.1990 Repair ‘DOOR ROLLER’.
09.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4417 G’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4417 G’
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘VEHICLE STENCILS’.
25.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4417 G’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.07.1990 Repair ‘BRAKE LEVER’.
30.07.1990 Repair ‘CARD OR CLIP HOLDER’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘DOOR LOCK MECHANISM’.
30.07.1990 Repair ‘EMPTY LOAD VALVE’.
30.07.1990 Repair ‘GRADE CONTROL VALVE’.
30.07.1990 Repair ‘HANDRAILS END’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4417 G’
04.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
07.12.1990 Repair ‘STEP’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.06.1991 Repair ‘VEHICLE COMPLETE’.
29.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4417 G’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4417 G’
26.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1991 Repair ‘COUPLER COMPLETE’.
26.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4417 G’
30.12.1991 Repair ‘DOOR LOCK MECHANISM’.
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30.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘WEAR PLATES & SADDLES’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4417 G’
30.07.1992 Repair ‘STEP’.
30.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
02.09.1992 Repair ‘DOOR COMPLETE’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
30.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4417 G’
13.08.1993 Repair ‘DOOR COMPLETE’.
13.08.1993 Repair ‘DOOR LOCK MECHANISM’.
13.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4417 G’
17.11.1993 Repair ‘SIDE BEARER’.
17.11.1993 Repair ‘STEP’.
17.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4417 G’
18.11.1993 Repair ‘END HOSE’.
18.11.1993 Repair ‘SIDE BEARER’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4417 G’
31.03.1994 Repair ‘VEHICLE RECLASSIFY’.
31.03.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RBFX 4417 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4417 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4417 G’
26.07.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
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02.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4419

Details: wagon ‘ABFY 4419 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 15.01.1997
Due Triple Valve: 01.11.1987
Last Single Car Test: 23.03.1989
Last Lift: 19.10.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘TRAIN PIPE (END)’.
27.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFY 4419 F’
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4419 F’
16.02.1990 Repair ‘STEP’.
16.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘DOOR LOCK MECHANISM’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘ROOF SHEET’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.

509



2. TIMS GROUP INFORMATION - WAGONS

03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4419 F’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
12.06.1990 Repair ‘ROOF SHEET’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
25.03.1991 Repair ‘END BRAKE COCK’.
25.03.1991 Repair ‘TRAIN PIPE’.
25.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.02.1992 Repair ‘BRAKE LEVER’.
01.02.1992 Repair ‘DOOR COVERING’.
01.02.1992 Repair ‘DOOR LOCK MECHANISM’.
01.02.1992 Repair ‘DOOR SLIDE RAIL’.
01.02.1992 Repair ‘VEHICLE COMPLETE’.
01.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
07.02.1992 Repair ‘VEHICLE STENCILS’.
07.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RBFY 4419 F’
24.05.1992 Repair ‘STEP’.
24.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
01.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
09.08.1992 Repair ‘END BRAKE COCK’.
09.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘END BRAKE COCK’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘STRIKING CASTING’.
02.03.1993 Repair ‘TRAIN PIPE (END)’.
02.03.1993 Repair ‘WEAR PLATES & SADDLES’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
28.06.1993 Repair ‘STEP’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
19.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
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29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 4419 F’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4419 F’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.08.1995 Repair ‘VEHICLE RECLASSIFY’.
21.08.1995 Repair ‘VEHICLE STENCILS’.
21.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4419 F’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4419 F’
25.06.1996 Alteration ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO ‘ABFY‘(RETURNED

FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4419 F’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4419 F’
04.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE RECLASSIFY’.
04.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 4419 F’
21.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
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05.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4422

Details: wagon ‘ABFY 4422 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 06.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 20.11.1996
Last Brake Cylinder: 19.10.1989
Last Single Car Test: 24.04.1992
Last Lift: 01.07.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
19.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE LEVER’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘DOOR COMPLETE’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘END HOSE’.
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16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘BRAKE PULL ROD’.
18.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1990 Repair ‘YOKE CARRIER’.
18.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4422 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4422 T’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
02.08.1991 Repair ‘VEHICLE COMPLETE’.
02.08.1991 Repair ‘VEHICLE STENCILS’.
02.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 4422 T’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE CONTROL PIPE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DOOR COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘END BRAKE COCK’.
14.04.1992 Repair ‘HANDRAILS END’.
14.04.1992 Repair ‘RELAY VALVE’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4422 T’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘END HOSE’.
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14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4422 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4422 T’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4422 T’
25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4422 T’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

23.03.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE RECLASSIFY’.
23.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
23.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4422 T’
14.05.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4423

Details: wagon ‘ABFY 4423 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
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Diagram Book Page No.: NS 134
Date Built: 05.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 03.10.1996
Due Triple Valve: 20.03.1997
Last Brake Cylinder: 10.10.1989
Last Single Car Test: 27.07.1990
Last Lift: 01.10.1981

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘CARD OR CLIP HOLDER’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘DOOR COMPLETE’.
10.10.1989 Repair ‘DOOR LOCK MECHANISM’.
10.10.1989 Repair ‘DOOR ROLLER’.
10.10.1989 Repair ‘DOOR SLIDE RAIL’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘END BRAKE COCK’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
10.10.1989 Repair ‘TRAIN PIPE’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4423 H’
29.01.1990 Repair ‘STEP’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4423 H’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BRAKE CONTROL PIPE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘DOOR LOCK MECHANISM’.
31.01.1990 Repair ‘EMPTY LOAD VALVE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4423 H’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘COUPLER COMPLETE’.
13.07.1990 Repair ‘END HOSE’.
13.07.1990 Repair ‘TRAIN PIPE (END)’.
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13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 4423 H’

27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘DOOR LOCK MECHANISM’.
27.07.1990 Repair ‘HANDRAILS END’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4423 H’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4423 H’
12.04.1991 Repair ‘SIDE BEARER’.
12.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4423 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.08.1991 Repair ‘ROOF COMPLETE’.
22.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4423 H’
16.04.1993 Repair ‘STEP’.
16.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4423 H’
06.06.1993 Repair ‘STEP’.
06.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4423 H’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4423 H’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4423 H’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4423 H’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.08.1995 Repair ‘VEHICLE RECLASSIFY’.
25.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 4423 B’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
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3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE RECLASSIFY’.
03.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4423 B’
28.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4424

Details: wagon ‘ABFY 4424 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 134
Date Built: 04.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 15.01.1997
Due Triple Valve: 01.11.1995
Last Brake Cylinder: 25.10.1988
Last Single Car Test: 10.10.1989
Last Lift: 04.08.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘DOOR COMPLETE’.
03.10.1989 Repair ‘DOOR LOCK MECHANISM’.
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03.10.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4424 J’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘END BRAKE COCK’.
12.10.1989 Repair ‘END HOSE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘RELAY VALVE’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4424 J’
24.01.1991 Repair ‘DOOR COMPLETE’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4424 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘COUPLER KNUCKLE’.
20.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4424 J’
24.11.1992 Repair ‘DOOR COMPLETE’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4424 J’
25.02.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘ABFX’ VANS TO ‘ABSX‘. STENCIL

BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM ONLY’. ABFX 4 NO.
FROM RANGE 4401 - 4499. (RS4780)’. New class: ‘ABSX’.

13.03.1993 Repair ‘HANDRAILS’.
13.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4424 J’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘DOOR LOCK MECHANISM’.
08.06.1993 Repair ‘VEHICLE RECLASSIFY’.
08.06.1993 Repair ‘VEHICLE STENCILS’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4424 J’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4424 J’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

03.06.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4424 J’
07.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4424 J’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
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3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4425

Details: wagon ‘ABFY 4425 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 13.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX4425T
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 11.04.1995
Last Triple Valve: 11.05.1990
Last Brake Cylinder: 11.05.1990
Last Single Car Test: 06.04.1994
Last Lift: 13.05.1977

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘COUPLER COMPLETE’.
22.08.1989 Repair ‘COUPLER COMPLETE’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘TRAIN PIPE (END)’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4425 T’
18.04.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFX 4425 T’
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07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘CARD OR CLIP HOLDER’.
07.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1990 Repair ‘DOOR COMPLETE’.
07.05.1990 Repair ‘DOOR SEAL’.
07.05.1990 Repair ‘END BRAKE COCK’.
07.05.1990 Repair ‘END FRAME MEMBER’.
07.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1990 Repair ‘ROOF SHEET’.
07.05.1990 Repair ‘STEP’.
07.05.1990 Repair ‘WEAR PLATES & SADDLES’.
07.05.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RBFX 4425 T’
12.07.1990 Repair ‘DOOR LOCK MECHANISM’.
12.07.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4425 T’
20.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4425 T’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.10.1990 Repair ‘TOP CENTRE PLATE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4425 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.10.1991 Repair ‘ROOF COMPLETE’.
02.10.1991 Repair ‘SIDE COMPLETE’.
02.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4425 T’
03.10.1991 Repair ‘DOOR LOCK MECHANISM’.
03.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4425 T’
19.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4425 T’
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 4425 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4425 T’
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 4425 T’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4425 T’
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03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

27.10.1996 Repair ‘VEHICLE RECLASSIFY’.
27.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 4425 T’

ABFY 4430

Details: wagon ‘ABFY 4430 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 06.02.1997
Due Triple Valve: 19.05.1988
Last Brake Cylinder: 25.07.1990
Last Single Car Test: 18.07.1988
Last Lift: 01.10.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.09.1989 Repair ‘END HOSE’.
27.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4430 L’
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04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.10.1989 Repair ‘DOOR LOCK MECHANISM’.
04.10.1989 Repair ‘DOOR ROLLER’.
04.10.1989 Repair ‘DOOR SLIDE RAIL’.
04.10.1989 Repair ‘EMPTY LOAD VALVE’.
04.10.1989 Repair ‘END BRAKE COCK’.
04.10.1989 Repair ‘GRADE CONTROL VALVE’.
04.10.1989 Repair ‘RELAY VALVE’.
04.10.1989 Repair ‘SIDE BEARER’.
04.10.1989 Repair ‘TRAIN PIPE (END)’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4430 L’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘TRAIN PIPE (END)’.
23.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4430 L’
07.12.1990 Repair ‘END HOSE’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4430 L’
02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘CARD OR CLIP HOLDER’.
02.03.1991 Repair ‘DOOR COMPLETE’.
02.03.1991 Repair ‘DOOR OPENING MECHANISM’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4430 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP
AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘Dimboola’ with a previous code of wagon ‘ABFX 4430 L’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

29.08.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
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03.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
06.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4431

Details: wagon ‘ABFY 4431 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 19.02.1997
Last Brake Cylinder: 09.07.1991
Last Lift: 02.05.1985

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4431 S’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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15.05.1990 Repair ‘DOOR LOCK MECHANISM’.
15.05.1990 Repair ‘DOOR OPENING MECHANISM’.
15.05.1990 Repair ‘END BRAKE COCK’.
15.05.1990 Repair ‘END HOSE’.
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4431 S’
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4431 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘DOOR COMPLETE’.
09.07.1991 Repair ‘DOOR LOCK MECHANISM’.
09.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4431 S’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4431 S’
13.12.1991 Repair ‘DOOR LOCK MECHANISM’.
13.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4431 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RBFY 4431 S’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4431 S’
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4431 S’
07.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4431 S’
17.03.1996 Repair ‘VEHICLE COMPLETE’.
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17.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4431 S’
11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
29.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
09.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
07.11.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4431 S’
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE RECLASSIFY’.
18.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4431 S’
09.12.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4434

Details: wagon ‘ABFY 4434 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 134
Date Built: 06.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABSX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 12.12.1996
Last Brake Cylinder: 12.05.1993
Last Single Car Test: 10.03.1994
Last Lift: 26.02.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘HANDRAILS END’.
28.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
04.12.1989 Repair ‘STEP’.
04.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4434 R’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BRAKE LEVER’.
06.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘EMPTY LOAD VALVE’.
06.07.1990 Repair ‘END BRAKE COCK’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘CARD OR CLIP HOLDER’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘HANDRAILS END’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘TOP CENTRE PLATE’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BRAKE PULL ROD’.
02.04.1991 Repair ‘END BRAKE COCK’.
02.04.1991 Repair ‘END HOSE’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘STEP’.
02.04.1991 Repair ‘TRAIN PIPE (END)’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘DOOR LOCK MECHANISM’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘GRADE CONTROL VALVE’.
03.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘DOOR LOCK MECHANISM’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘ROOF SHEET’.
22.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4434 R’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘DOOR LOCK MECHANISM’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
01.12.1992 Repair ‘STEP’.
01.12.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘ABSX 4434 R’
25.02.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘ABFX’ VANS TO ‘ABSX‘. STENCIL

BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM ONLY’. ABFX 4 NO.
FROM RANGE 4401 - 4499. (RS4780)’. New class: ‘ABSX’.

22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4434 R’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘CARD OR CLIP HOLDER’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘DOOR LOCK MECHANISM’.
12.05.1993 Repair ‘END HOSE’.
12.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1993 Repair ‘VEHICLE STENCILS’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘DOOR COMPLETE’.
10.03.1994 Repair ‘DOOR LOCK MECHANISM’.
10.03.1994 Repair ‘DOOR SLIDE RAIL’.
10.03.1994 Repair ‘TRAIN PIPE (END)’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4434 R’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
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19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABSX 4434 R’
19.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4434 R’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4434 R’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4434 R’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4434 R’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

29.09.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4436

Details: wagon ‘ABFY 4436 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860

528



2.8. Wagon classification starting with ‘ABF’

Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX 4436N
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.02.1997
Due Triple Valve: 22.07.1988
Last Triple Valve: 13.05.1992
Last Brake Cylinder: 24.07.1991
Last Lift: 10.04.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘DOOR COMPLETE’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4436 N’
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFX 4436 N’
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4436 N’
26.08.1990 Repair ‘HANDRAILS END’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4436 N’
17.10.1990 Repair ‘DOOR LOCK MECHANISM’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4436 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.07.1991 Repair ‘DOOR LOCK MECHANISM’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘ROOF SHEET’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.

529



2. TIMS GROUP INFORMATION - WAGONS

24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4436 N’
11.09.1991 Repair ‘ROOF COMPLETE’.
11.09.1991 Repair ‘SIDE COMPLETE’.
11.09.1991 Repair ‘VEHICLE COMPLETE’.
11.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4436 N’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘DOOR LOCK MECHANISM’.
13.05.1992 Repair ‘DOOR OPENING MECHANISM’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4436 N’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4436 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4436 N’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4436 N’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 4436 N’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4436 N’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

27.10.1996 Repair ‘VEHICLE RECLASSIFY’.
27.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 4436 N’
31.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4436 N’
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15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4437

Details: wagon ‘ABFY 4437 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 09.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 04.12.1996
Last Triple Valve: 03.10.1992
Last Brake Cylinder: 13.05.1992
Last Single Car Test: 03.04.1992
Last Lift: 19.09.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.08.1990 Repair ‘DOOR COMPLETE’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4437 D’
17.08.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4437 D’
21.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘CARD OR CLIP HOLDER’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
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30.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RBFY 4437 D’

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘END SHEETING’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1992 Repair ‘ROOF COMPLETE’.
13.05.1992 Repair ‘SIDE SHEET’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BEARINGS’.
17.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1992 Repair ‘COUPLER KNUCKLE’.
17.09.1992 Repair ‘DOOR LOCK MECHANISM’.
17.09.1992 Repair ‘EMPTY LOAD VALVE’.
17.09.1992 Repair ‘END HOSE’.
17.09.1992 Repair ‘GRADE CONTROL VALVE’.
17.09.1992 Repair ‘ISOLATING COCK’.
17.09.1992 Repair ‘STEP’.
17.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RBFY 4437 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE RECLASSIFY’.
15.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
30.07.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
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18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

19.08.1995 Repair ‘VEHICLE RECLASSIFY’.
19.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
30.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
20.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
17.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
06.04.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4437 D’
14.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4437 D’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE RECLASSIFY’.
02.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4437 D’
04.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4439

Details: wagon ‘ABFY 4439 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

533



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: RZ RE AB
Return to Service Date: 06.02.1997
Due Triple Valve: 26.10.1989
Last Brake Cylinder: 26.10.1988
Last Lift: 01.07.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.11.1989 Repair ‘DOOR LOCK MECHANISM’.
22.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFX 4439 R’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘DOOR LOCK MECHANISM’.
29.08.1990 Repair ‘DOOR OPENING MECHANISM’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘END HOSE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4439 R’
07.12.1990 Repair ‘END HOSE’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘DOOR OPENING MECHANISM’.
22.06.1991 Repair ‘EMPTY LOAD VALVE’.
22.06.1991 Repair ‘END HOSE’.
22.06.1991 Repair ‘GRADE CONTROL VALVE’.
22.06.1991 Repair ‘TRAIN PIPE (END)’.
22.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4439 R’
20.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
16.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
21.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
25.04.1993 Repair ‘STEP’.
25.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
01.08.1993 Repair ‘STEP’.
01.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4439 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Snuggery’ with a previous code of wagon ‘RBFX 4439 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE RECLASSIFY’.
02.07.1996 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RBFX 4439 R’
15.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.
06.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4441

Details: wagon ‘ABFY 4441 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 08.02.1997
Due Triple Valve: 07.09.1992
Last Single Car Test: 18.01.1991
Last Lift: 26.09.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

13.02.1990 Repair ‘END HOSE’.
13.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4441 W’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE COMPLETE’.
18.01.1991 Repair ‘END BRAKE COCK’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4441 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.09.1991 Repair ‘DOOR LOCK MECHANISM’.
07.09.1991 Repair ‘EMPTY LOAD VALVE’.
07.09.1991 Repair ‘END BRAKE COCK’.
07.09.1991 Repair ‘GRADE CONTROL VALVE’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4441 W’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘END BRAKE COCK’.
08.01.1992 Repair ‘END HOSE’.
08.01.1992 Repair ‘ROOF SHEET’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4441 W’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4441 W’
17.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4441 W’
18.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4441 W’
25.09.1993 Repair ‘STEP’.
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4441 W’
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12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4441 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE RECLASSIFY’.
21.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4441 W’
21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND

RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4443

Details: wagon ‘ABFY 4443 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 29.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 15.02.1997
Last Triple Valve: 20.12.1989
Last Brake Cylinder: 01.11.1993
Last Lift: 15.09.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.10.1989 Repair ‘END BRAKE COCK’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4443 A’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘DOOR LOCK MECHANISM’.
20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4443 A’
13.06.1990 Repair ‘VEHICLE COMPLETE’.
13.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4443 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘BODY COMPLETE’.
05.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 4443 A’
01.11.1991 Repair ‘DOOR LOCK MECHANISM’.
01.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4443 A’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘DOOR COVERING’.
04.02.1992 Repair ‘DOOR ROLLER’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4443 A’
25.03.1992 Repair ‘DOOR LOCK MECHANISM’.
25.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4443 A’
22.08.1993 Repair ‘COUPLER COMPLETE’.
22.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4443 A’
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1993 Repair ‘BRAKE PULL ROD’.
01.11.1993 Repair ‘DOOR SLIDE RAIL’.
01.11.1993 Repair ‘EMPTY LOAD VALVE’.
01.11.1993 Repair ‘END HOSE’.
01.11.1993 Repair ‘END SHEETING’.
01.11.1993 Repair ‘GRADE CONTROL VALVE’.
01.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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01.11.1993 Repair ‘YOKE COMPLETE’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4443 A’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4443 A’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4443 A’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE RECLASSIFY’.
30.05.1996 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABFX 4443 A’
09.09.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.
13.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4446

Details: wagon ‘ABFY 4446 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 134
Date Built: 05.07.1977
Operating System: AN
Intended Use: GENERAL
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Remarks: EX ABSX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 19.02.1997
Last Brake Cylinder: 24.08.1992
Last Single Car Test: 04.12.1991
Last Lift: 21.09.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘DOOR OPENING MECHANISM’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘END BRAKE COCK’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Repair ‘DOOR LOCK MECHANISM’.
27.09.1989 Repair ‘DOOR SLIDE RAIL’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘SIDE COMPLETE’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4446 U’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘COUPLER KNUCKLE’.
21.03.1990 Repair ‘WHEEL SET’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
18.05.1990 Alteration ‘REMOVE WORN WHEELS AND REPLACE WITH NEW

WHEELS. RECLASSIFY TO ‘ABFY 4446 ’ AND RECLASSIFY BOGIES TO ‘ASSC‘.
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STENCIL FOR 110 KM/H. ABFX 4446. AMMENDMENT 06/07/90. - FIT ‘STUCKI
656-CRH’ RESILIENT SIDE BEARERS . REFER. RS4517. (RS4507)’. New class:
‘ABFY’.

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Repair ‘WHEEL SET’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4446 U’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘EMPTY LOAD VALVE’.
18.10.1990 Repair ‘GRADE CONTROL VALVE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
20.11.1990 Repair ‘DOOR LOCK MECHANISM’.
20.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4446 U’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4446 U’
06.12.1990 Repair ‘STEP’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4446 U’
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1991 Repair ‘DOOR LOCK MECHANISM’.
16.02.1991 Repair ‘END HOSE’.
16.02.1991 Repair ‘SIDE SHEET’.
16.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘TRAIN PIPE (END)’.
03.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4446 U’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BRAKE CONTROL PIPE’.
24.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1992 Repair ‘SIDE BEARER’.
24.08.1992 Repair ‘VEHICLE RECLASSIFY’.
24.08.1992 Repair ‘VEHICLE STENCILS’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
25.02.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘ABFX’ VANS TO ‘ABSX‘. STENCIL

BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM ONLY’. ABFX 4 NO.
FROM RANGE 4401 - 4499. (RS4780)’. New class: ‘ABSX’.

30.04.1993 Repair ‘STEP’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.06.1993 Repair ‘DOOR LOCK MECHANISM’.
10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Repair ‘VEHICLE STENCILS’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4446 U’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

30.08.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE COMPLETE’.
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06.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4447

Details: wagon ‘ABFY 4447 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 12.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 14.01.1997
Last Triple Valve: 19.06.1989
Last Single Car Test: 08.05.1992
Last Lift: 21.07.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘BRAKE CONTROL PIPE’.
03.01.1990 Repair ‘BRAKE PULL ROD’.
03.01.1990 Repair ‘CARD OR CLIP HOLDER’.
03.01.1990 Repair ‘DOOR COVERING’.
03.01.1990 Repair ‘DOOR FRAME’.
03.01.1990 Repair ‘DOOR LOCK MECHANISM’.
03.01.1990 Repair ‘DOOR OPENING MECHANISM’.
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03.01.1990 Repair ‘DOOR ROLLER’.
03.01.1990 Repair ‘DOOR SEAL’.
03.01.1990 Repair ‘DOOR SLIDE RAIL’.
03.01.1990 Repair ‘HANDRAILS END’.
03.01.1990 Repair ‘STANCHION’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4447 L’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘DOOR LOCK MECHANISM’.
26.01.1990 Repair ‘END BRAKE COCK’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘DOOR LOCK MECHANISM’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4447 L’
06.06.1992 Repair ‘STEP’.
06.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4447 L’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘DOOR ROLLER’.
24.11.1992 Repair ‘END BRAKE COCK’.
24.11.1992 Repair ‘END HOSE’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4447 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4447 L’
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4447 L’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
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3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘SIDE BEARER’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE RECLASSIFY’.
02.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
01.02.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
24.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4447 L’
25.06.1996 Alteration ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO ‘ABFY‘(RETURNED

FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
04.09.1996 Repair ‘VEHICLE RECLASSIFY’.
04.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 4447 L’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
14.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4448

Details: wagon ‘ABFY 4448 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 12.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 26.09.1996
Due Triple Valve: 02.04.1997
Last Brake Cylinder: 07.08.1989
Last Single Car Test: 23.05.1989
Last Lift: 16.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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08.07.1989 Repair ‘END HOSE’.
08.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4448 D’
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘DOOR COMPLETE’.
07.08.1989 Repair ‘DOOR LOCK MECHANISM’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4448 D’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘DOOR LOCK MECHANISM’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
22.09.1989 Repair ‘VEHICLE COMPLETE’.
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4448 D’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Repair ‘END HOSE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4448 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4448 D’
28.08.1991 Repair ‘STEP’.
28.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4448 D’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4448 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4448 D’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4448 D’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4448 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP
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AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

27.03.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4450

Details: wagon ‘ABFY 4450 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 15.01.1997
Due Triple Valve: 02.03.1989
Last Brake Cylinder: 02.03.1988
Last Single Car Test: 13.01.1992
Last Lift: 27.03.1986
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘COUPLER COMPLETE’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘DOOR COMPLETE’.
22.08.1989 Repair ‘END HOSE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4450 E’
06.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4450 E’
09.04.1990 Repair ‘DOOR COMPLETE’.
09.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4450 E’
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4450 E’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4450 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4450 E’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BRAKE PULL ROD’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘TRAIN PIPE’.
21.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4450 E’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.01.1992 Repair ‘END HOSE’.
10.01.1992 Repair ‘TRAIN PIPE (END)’.
10.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4450 E’
03.08.1993 Repair ‘DOOR LOCK MECHANISM’.
03.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4450 E’
29.10.1993 Repair ‘DOOR LOCK MECHANISM’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4450 E’
24.01.1994 Repair ‘STEP’.
24.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4450 E’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
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07.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4450 E’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4450 E’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4450 E’
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
12.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4450 E’
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4451

Details: wagon ‘ABFY 4451 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 17.11.1996
Last Brake Cylinder: 16.07.1991
Last Lift: 03.08.1981
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.08.1989 Repair ‘DOOR COMPLETE’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4451 L’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRAKE BLOCK RB95’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘DOOR LOCK MECHANISM’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘WEAR PLATES & SADDLES’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4451 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘DOOR LOCK MECHANISM’.
16.07.1991 Repair ‘EMPTY LOAD VALVE’.
16.07.1991 Repair ‘GRADE CONTROL VALVE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4451 L’
23.09.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
23.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFY 4451 L’
02.10.1991 Repair ‘DOOR LOCK MECHANISM’.
02.10.1991 Repair ‘DOOR OPENING MECHANISM’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4451 L’
07.12.1991 Repair ‘STEP’.
07.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4451 L’
09.04.1992 Repair ‘DOOR LOCK MECHANISM’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4451 L’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE ADAPTER’.
16.02.1993 Repair ‘COUPLER COMPLETE’.
16.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.02.1993 Repair ‘DOOR LOCK MECHANISM’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4451 L’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘COUPLER COMPLETE’.
01.12.1993 Repair ‘COUPLER KNUCKLE’.
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01.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4451 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4451 L’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

24.03.1996 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4451 L’
26.03.1996 Repair ‘VEHICLE RECLASSIFY’.
26.03.1996 Repair ‘VEHICLE RECLASSIFY’.
26.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4451 L’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4453

Details: wagon ‘ABFY 4453 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
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Date Built: 04.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 05.11.1996
Last Triple Valve: 18.01.1988
Last Single Car Test: 23.11.1992
Last Lift: 12.03.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4453 G’
25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘DOOR COMPLETE’.
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Repair ‘END HOSE’.
25.08.1990 Repair ‘GRADE CONTROL VALVE’.
25.08.1990 Repair ‘TRAIN PIPE’.
25.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
29.08.1990 Repair ‘STEP’.
29.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4453 G’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘END BRAKE COCK’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘HANDRAILS END’.
24.09.1990 Repair ‘PAINT ROOF INTERIOR’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
25.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4453 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.05.1991 Repair ‘EMPTY LOAD VALVE’.
04.05.1991 Repair ‘END HOSE’.
04.05.1991 Repair ‘GRADE CONTROL VALVE’.
04.05.1991 Repair ‘STEP’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’

552



2.8. Wagon classification starting with ‘ABF’

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BRANCH PIPE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘DOOR LOCK MECHANISM’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1992 Repair ‘END HOSE’.
12.11.1992 Repair ‘TRAIN PIPE (END)’.
12.11.1992 Repair ‘TRAIN PIPE’.
12.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4453 G’
14.08.1993 Repair ‘STEP’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4453 G’
30.09.1993 Repair ‘STEP’.
30.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4453 G’
06.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4453 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
05.04.1995 Repair ‘VEHICLE RECLASSIFY’.
05.04.1995 Issued at location ‘Cooks River’ with a previous code of wagon

‘RBFY 4453 G’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE RECLASSIFY’.
30.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
31.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4453 G’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4453 G’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
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02.07.1996 Repair ‘VEHICLE RECLASSIFY’.
02.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4453 G’
15.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4454

Details: wagon ‘ABFY 4454 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RE RZ
Return to Service Date: 21.11.1996
Due Triple Valve: 04.03.1997
Last Brake Cylinder: 12.11.1992
Last Single Car Test: 28.04.1992
Last Lift: 14.09.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘WHEEL SET’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4454 V’
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30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘DOOR LOCK MECHANISM’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4454 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BRAKE LEVER’.
24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘END BRAKE COCK’.
24.04.1992 Repair ‘END HOSE’.
24.04.1992 Repair ‘TRAIN PIPE (END)’.
24.04.1992 Repair ‘TRAIN PIPE’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4454 V’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘DOOR COMPLETE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4454 V’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘DOOR LOCK MECHANISM’.
12.03.1993 Repair ‘DOOR SLIDE RAIL’.
12.03.1993 Repair ‘END HOSE’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4454 V’
15.06.1993 Repair ‘STEP’.
15.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
21.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
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TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.04.1996 Repair ‘BOGIE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4454 V’
15.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4455

Details: wagon ‘ABFY 4455 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 19.02.1997
Last Brake Cylinder: 11.02.1991
Last Single Car Test: 20.12.1988
Last Lift: 22.01.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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05.07.1989 Repair ‘DOOR LOCK MECHANISM’.
05.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
10.07.1989 Repair ‘END HOSE’.
10.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4455 U’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘DOOR LOCK MECHANISM’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4455 U’
09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4455 U’
26.08.1990 Repair ‘COUPLER KNUCKLE’.
26.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
19.11.1990 Repair ‘HANDRAILS’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
02.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
03.12.1990 Repair ‘HANDRAILS END’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR ROLLER’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘END HOSE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘STEP’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4455 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4455 U’
19.02.1992 Repair ‘STEP’.
19.02.1992 Repair ‘STEP’.
19.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
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13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘DOOR COMPLETE’.
13.05.1992 Repair ‘STRIKING CASTING’.
13.05.1992 Repair ‘TOP CENTRE PLATE’.
13.05.1992 Repair ‘VEHICLE COMPLETE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4455 U’
17.07.1992 Repair ‘DOOR LOCK MECHANISM’.
17.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4455 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 4455 U’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFX 4455 U’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE RECLASSIFY’.
18.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4455 U’
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4456

Details: wagon ‘ABFY 4456 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 04.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 14.02.1997
Last Brake Cylinder: 03.08.1989
Last Lift: 20.01.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘DOOR LOCK MECHANISM’.
03.08.1989 Repair ‘DOOR SLIDE RAIL’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1989 Repair ‘SIDE BEARER’.
03.08.1989 Repair ‘VEHICLE COMPLETE’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4456 M’
17.06.1990 Repair ‘BRAKE BLOCK RB95’.
17.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABFX 4456 M’
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘DOOR LOCK MECHANISM’.
28.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.03.1991 Repair ‘YOKE COMPLETE’.
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28.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4456 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘END HOSE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4456 M’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4456 M’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

08.11.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4458

Details: wagon ‘ABFY 4458 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.08.1977
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 09.12.1996
Due Triple Valve: 01.10.1997
Last Brake Cylinder: 15.03.1991
Last Single Car Test: 07.08.1992
Last Lift: 12.02.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘DOOR COMPLETE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4458 F’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘SIDE BEARER’.
12.04.1991 Repair ‘VEHICLE RECLASSIFY’.
12.04.1991 Repair ‘VEHICLE STENCILS’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4458 F’
26.06.1991 Repair ‘DOOR LOCK MECHANISM’.
26.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4458 F’
28.01.1992 Repair ‘GRAFFITI REMOVAL’.
28.01.1992 Issued at location ‘Pelican Point’ with a previous code of wagon

‘RBFY 4458 F’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RBFY 4458 F’
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01.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1992 Repair ‘BOGIE COMPLETE’.
01.08.1992 Repair ‘COUPLER KNUCKLE’.
01.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1992 Repair ‘GRADE CONTROL VALVE’.
01.08.1992 Repair ‘VEHICLE RECLASSIFY’.
01.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4458 F’
29.10.1992 Repair ‘STEP’.
29.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4458 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFY 4458 F’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4458 F’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4458 F’
25.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4458 F’
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4458 F’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4458 F’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4458 F’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4458 F’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4458 F’
08.09.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4458 F’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4458 F’
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE RECLASSIFY’.
18.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4458 F’
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09.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4459

Details: wagon ‘ABFY 4459 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 14.02.1997
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 15.03.1990
Last Lift: 18.10.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘DOOR LOCK MECHANISM’.
04.07.1989 Repair ‘END BRAKE COCK’.
04.07.1989 Repair ‘END HOSE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘VEHICLE COMPLETE’.
04.07.1989 Repair ‘VEHICLE COMPLETE’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4459 Y’
15.09.1989 Repair ‘STEP’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4459 Y’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4459 Y’
12.05.1990 Repair ‘HANDRAILS END’.
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12.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4459 Y’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1990 Repair ‘CARD OR CLIP HOLDER’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘DOOR COMPLETE’.
25.09.1990 Repair ‘DOOR LOCK MECHANISM’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘END BRAKE COCK’.
25.09.1990 Repair ‘END HOSE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1990 Repair ‘TRAIN PIPE (END)’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4459 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘DOOR COMPLETE’.
20.06.1991 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4459 Y’
05.01.1992 Repair ‘STEP’.
05.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4459 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4459 Y’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

13.05.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4459 Y’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE RECLASSIFY’.
30.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4459 Y’
17.01.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4459 Y’
14.05.1996 Repair ‘VEHICLE COMPLETE’.
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14.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4459 Y’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4459 Y’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4459 Y’
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4459 Y’
17.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4459 Y’
26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4459 Y’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE RECLASSIFY’.
10.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4459 Y’
19.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4460

Details: wagon ‘ABFY 4460 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX / RBFX 4460 G
BSG Code: FXBZ

Capacity of 45 tonnes
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Fleet Grp Code: AB RZ RE
Return to Service Date: 24.01.1997
Due Triple Valve: 01.10.1996
Last Brake Cylinder: 22.08.1989
Last Single Car Test: 19.12.1988
Last Lift: 19.01.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘DOOR LOCK MECHANISM’.
22.08.1989 Repair ‘EMPTY LOAD VALVE’.
22.08.1989 Repair ‘GRADE CONTROL VALVE’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘TRAIN PIPE (END)’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4460 G’
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
12.02.1991 Repair ‘END HOSE’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.07.1991 Repair ‘END HOSE’.
14.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
21.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘END HOSE’.
16.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBFX 4460 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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27.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND

RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4460 G’
06.11.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE RECLASSIFY’.
11.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 4460 G’
01.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4461

Details: wagon ‘ABFY 4461 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 16.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 21.10.1996
Last Single Car Test: 25.01.1994
Last Lift: 12.11.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
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04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘DOOR SLIDE RAIL’.
04.10.1989 Repair ‘END BRAKE COCK’.
04.10.1989 Repair ‘END HOSE’.
04.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RBFY 4461 T’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘END BRAKE COCK’.
07.08.1990 Repair ‘STEP’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RBFY 4461 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.11.1992 Repair ‘HANDRAILS’.
05.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4461 T’
05.09.1993 Repair ‘STEP’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4461 T’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BRANCH PIPE’.
21.01.1994 Repair ‘TRAIN PIPE (END)’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4461 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFY 4461 T’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4461 T’
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RBFY 4461 T’
20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4461 T’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
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SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP
AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.08.1995 Repair ‘VEHICLE RECLASSIFY’.
25.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFY 4461 T’
13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
15.09.1995 Repair ‘VEHICLE RECLASSIFY’.
15.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4461 T’
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4461 T’
05.04.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4461 T’
17.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4461 T’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4461 T’
21.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE RECLASSIFY’.
21.10.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4461 T’

ABFY 4462

Details: wagon ‘ABFY 4462 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 134
Date Built: 19.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABSX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 23.01.1997
Due Triple Valve: 01.05.1987
Last Triple Valve: 12.06.1992
Last Single Car Test: 14.05.1992
Last Lift: 20.07.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4462 A’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE PIN’.
08.03.1991 Repair ‘BRAKE PULL ROD’.
08.03.1991 Repair ‘CARD OR CLIP HOLDER’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.03.1991 Repair ‘DOOR COMPLETE’.
08.03.1991 Repair ‘DOOR COVERING’.
08.03.1991 Repair ‘DOOR LOCK MECHANISM’.
08.03.1991 Repair ‘DOOR OPENING MECHANISM’.
08.03.1991 Repair ‘DOOR ROLLER’.
08.03.1991 Repair ‘DOOR SEAL’.
08.03.1991 Repair ‘DOOR SLIDE RAIL’.
08.03.1991 Repair ‘END BRAKE COCK’.
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Repair ‘HANDRAILS END’.
08.03.1991 Repair ‘STANCHION’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Repair ‘TRAIN PIPE’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4462 A’
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12.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1991 Repair ‘VEHICLE STENCILS’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4462 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘END BRAKE COCK’.
14.05.1992 Repair ‘END HOSE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABSX 4462 A’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.06.1992 Repair ‘COUPLER COMPLETE’.
12.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘END BRAKE COCK’.
12.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1992 Repair ‘TRAIN PIPE (END)’.
12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4462 A’
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4462 A’
04.12.1992 Repair ‘VEHICLE COMPLETE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4462 A’
14.12.1992 Repair ‘COUPLER COMPLETE’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4462 A’
25.02.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘ABFX’ VANS TO ‘ABSX‘. STENCIL

BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM ONLY’. ABFX 4 NO.
FROM RANGE 4401 - 4499. (RS4780)’. New class: ‘ABSX’.

22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4462 A’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4462 A’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4462 A’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABSX 4462 A’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE RECLASSIFY’.
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13.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABSX 4462 A’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.10.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4463

Details: wagon ‘ABFY 4463 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 25.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 21.11.1996
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 22.01.1992
Last Lift: 26.03.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘STEP’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
03.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFX 4463 K’
14.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4463 K’
20.05.1990 Repair ‘STEP’.
20.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4463 K’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘CARD OR CLIP HOLDER’.
14.12.1990 Repair ‘DOOR COMPLETE’.
14.12.1990 Repair ‘DOOR LOCK MECHANISM’.
14.12.1990 Repair ‘DOOR ROLLER’.
14.12.1990 Repair ‘DOOR SEAL’.
14.12.1990 Repair ‘DOOR SLIDE RAIL’.
14.12.1990 Repair ‘END FRAME MEMBER’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘END SHEETING’.
14.12.1990 Repair ‘HANDRAILS’.
14.12.1990 Repair ‘HANDRAILS END’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘SIDE SHEET’.
14.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4463 K’
18.12.1990 Repair ‘VEHICLE COMPLETE’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4463 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘END HOSE’.
21.01.1992 Repair ‘RELAY VALVE’.
21.01.1992 Repair ‘TRAIN PIPE’.
21.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4463 K’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BEARERS’.
09.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘END HOSE’.
09.04.1992 Repair ‘TOP CENTRE PLATE’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4463 K’
15.11.1992 Repair ‘STEP’.
15.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4463 K’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1992 Repair ‘DOOR LOCK MECHANISM’.
24.11.1992 Repair ‘DOOR SLIDE RAIL’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘END SILL’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘STEP’.
24.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4463 K’
01.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4463 K’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4463 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4463 K’
02.12.1994 Repair ‘VEHICLE RECLASSIFY’.
02.12.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘RBFX 4463 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

24.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE RECLASSIFY’.
24.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4463 K’
29.10.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4464

Details: wagon ‘ABFY 4464 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 27.03.1997
Last Triple Valve: 10.07.1992
Last Brake Cylinder: 10.07.1992
Last Single Car Test: 03.11.1989
Last Lift: 22.06.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.07.1989 Repair ‘END HOSE’.
18.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4464 C’
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABFX 4464 C’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.09.1989 Repair ‘RELAY VALVE’.
21.09.1989 Repair ‘TRAIN PIPE (END)’.
21.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4464 C’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
02.11.1989 Repair ‘DOOR COMPLETE’.
02.11.1989 Repair ‘DOOR LOCK MECHANISM’.
02.11.1989 Repair ‘DOOR OPENING MECHANISM’.
02.11.1989 Repair ‘DOOR ROLLER’.
02.11.1989 Repair ‘DOOR SEAL’.
02.11.1989 Repair ‘SIDE SHEET’.
02.11.1989 Repair ‘TRAIN PIPE (END)’.
02.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4464 C’
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘VEHICLE COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
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10.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘ABFX 4464 C’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.07.1992 Repair ‘COUPLER COMPLETE’.
10.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘DOOR LOCK MECHANISM’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘END HOSE’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘ISOLATING COCK’.
10.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4464 C’
06.04.1993 Repair ‘STEP’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4464 C’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

27.03.1997 Repair ‘VEHICLE RECLASSIFY’.
27.03.1997 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4464 C’

ABFY 4465

Details: wagon ‘ABFY 4465 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.08.1977
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 09.11.1996
Due Triple Valve: 19.03.1989
Last Brake Cylinder: 18.06.1992
Last Single Car Test: 14.04.1993
Last Lift: 22.02.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

15.07.1989 Repair ‘STEP’.
15.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4465 F’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘HOSE FITTINGS’.
09.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4465 F’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘DOOR OPENING MECHANISM’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4465 F’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4465 F’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DOOR LOCK MECHANISM’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4465 F’
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4465 F’
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11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4465 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
27.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4465 F’
01.06.1992 Repair ‘STEP’.
01.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4465 F’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘CARD OR CLIP HOLDER’.
18.06.1992 Repair ‘COUPLER COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4465 F’
03.04.1993 Repair ‘HANDRAILS END’.
03.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4465 F’
10.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1993 Repair ‘COUPLER COMPLETE’.
10.04.1993 Repair ‘TRAIN PIPE (END)’.
10.04.1993 Repair ‘VEHICLE COMPLETE’.
10.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4465 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RBFX 4465 F’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4465 F’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

09.11.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE RECLASSIFY’.
09.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4465 F’
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ABFY 4467

Details: wagon ‘ABFY 4467 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 11.11.1996
Due Triple Valve: 01.02.1997
Last Brake Cylinder: 06.09.1991
Last Single Car Test: 03.11.1993
Last Lift: 04.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘DOOR COMPLETE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4467 K’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘DOOR LOCK MECHANISM’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4467 K’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1990 Repair ‘DOOR COMPLETE’.
04.10.1990 Repair ‘DOOR LOCK MECHANISM’.
04.10.1990 Repair ‘DOOR ROLLER’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
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04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4467 K’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘DOOR COMPLETE’.
21.03.1991 Repair ‘END HOSE’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
21.03.1991 Repair ‘TRAIN PIPE’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4467 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.06.1991 Repair ‘VEHICLE COMPLETE’.
24.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 4467 K’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘ROOF COMPLETE’.
06.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4467 K’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BRAKE LEVER’.
08.05.1992 Repair ‘COUPLER COMPLETE’.
08.05.1992 Repair ‘DOOR COMPLETE’.
08.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1992 Repair ‘YOKE COMPLETE’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4467 K’
02.08.1992 Repair ‘DOOR LOCK MECHANISM’.
02.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4467 K’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘DOOR OPENING MECHANISM’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4467 K’
10.10.1993 Repair ‘TRAIN PIPE (END)’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4467 K’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1993 Repair ‘BOGIE COMPLETE’.
30.10.1993 Repair ‘END BRAKE COCK’.
30.10.1993 Repair ‘END HOSE’.
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30.10.1993 Repair ‘TRAIN PIPE (END)’.
30.10.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABFY 4467 K’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘DOOR COMPLETE’.
21.12.1993 Repair ‘DOOR LOCK MECHANISM’.
21.12.1993 Repair ‘END HOSE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4467 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFY 4467 K’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.04.1996 Repair ‘BOGIE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4467 K’
30.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4467 K’
11.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4468

Details: wagon ‘ABFY 4468 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: NS 134
Date Built: 19.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: AB
Return to Service Date: 01.01.1997
Due Triple Valve: 26.08.1988
Last Triple Valve: 03.06.1993
Last Brake Cylinder: 17.01.1994
Last Single Car Test: 17.01.1994
Last Lift: 17.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4468 P’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘CARD OR CLIP HOLDER’.
03.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.03.1990 Repair ‘DOOR COMPLETE’.
03.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4468 P’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘DOOR LOCK MECHANISM’.
13.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4468 P’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘DOOR LOCK MECHANISM’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4468 P’
09.07.1991 Alteration complete ‘FIT LOW LEVEL MINER TCC-II-35X MODIFIED

HEIGHT RESILIENT SIDEBEARERS TO (1) ‘ABFX’ WAGON. RECLASSIFY
WAGON ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD
R40. ABFX. (RS4618)’. New class: ‘ABFY’.

13.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1991 Repair ‘BOGIE BOLSTER’.
13.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1991 Repair ‘COUPLER KNUCKLE’.
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13.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1991 Repair ‘END HOSE’.
13.07.1991 Repair ‘SIDE BEARER’.
13.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4468 P’
17.07.1991 Repair ‘VEHICLE RECLASSIFY’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
17.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4468 P’
08.08.1991 Repair ‘VEHICLE COMPLETE’.
14.06.1992 Repair ‘HANDRAILS END’.
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘COUPLER KNUCKLE’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Repair ‘ROOF COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘WHEEL SET’.
12.09.1993 Repair ‘STEP’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘END HOSE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘ROOF SHEET’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1994 Repair ‘ROOF COMPLETE’.
17.01.1994 Repair ‘TRAIN PIPE (END)’.
17.01.1994 Repair ‘TRAIN PIPE’.
17.01.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

09.10.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
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01.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4469

Details: wagon ‘ABFY 4469 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 30.01.1997
Due Triple Valve: 01.06.1988
Last Brake Cylinder: 28.08.1991
Last Single Car Test: 27.02.1989
Last Lift: 12.06.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4469 W’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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17.11.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘RELAY VALVE’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4469 W’
29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4469 W’
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4469 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4469 W’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4469 W’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4469 W’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘Dimboola’ with a previous code of wagon

‘RBFY 4469 W’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4469 W’
08.10.1995 Repair ‘VEHICLE RECLASSIFY’.
08.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4469 W’
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4469 W’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4469 W’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO
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‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4469 W’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4469 W’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE RECLASSIFY’.
10.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4469 W’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4471

Details: wagon ‘ABFY 4471 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 08.01.1997
Last Brake Cylinder: 03.04.1990
Last Single Car Test: 30.11.1990

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘STEP’.

586



2.8. Wagon classification starting with ‘ABF’

04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘YOKE CARRIER’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4471 K’
20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.01.1990 Repair ‘EMPTY LOAD VALVE’.
20.01.1990 Repair ‘GRADE CONTROL VALVE’.
20.01.1990 Repair ‘WEAR PLATES & SADDLES’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
18.06.1990 Repair ‘HANDRAILS END’.
18.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4471 K’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘DOOR COMPLETE’.
26.06.1990 Repair ‘HANDRAILS END’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘DOOR LOCK MECHANISM’.
02.08.1990 Repair ‘EMPTY LOAD VALVE’.
02.08.1990 Repair ‘END BRAKE COCK’.
02.08.1990 Repair ‘END BRAKE COCK’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘DOOR COMPLETE’.
27.11.1990 Repair ‘END HOSE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4471 K’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘END BRAKE COCK’.
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17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘HANDRAILS END’.
17.12.1990 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1990 Repair ‘VEHICLE COMPLETE’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
12.04.1991 Repair ‘VEHICLE COMPLETE’.
12.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 4471 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘END HOSE’.
22.05.1991 Repair ‘ISOLATING COCK’.
22.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4471 K’
23.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 4471 K’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
30.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4471 K’
15.07.1992 Repair ‘YOKE CARRIER’.
15.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4471 K’
19.03.1994 Repair ‘DOOR COMPLETE’.
19.03.1994 Repair ‘DOOR LOCK MECHANISM’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4471 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4471 K’
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFY 4471 K’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
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RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE RECLASSIFY’.
25.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4471 K’
04.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1997 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4473

Details: wagon ‘ABFY 4473 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.10.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 25.10.1996
Last Brake Cylinder: 01.06.1991
Last Single Car Test: 29.04.1988
Last Lift: 14.05.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

589



2. TIMS GROUP INFORMATION - WAGONS

07.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1989 Repair ‘COUPLER KNUCKLE’.
07.10.1989 Repair ‘DOOR OPENING MECHANISM’.
07.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘DOOR COMPLETE’.
18.01.1990 Repair ‘DOOR LOCK MECHANISM’.
18.01.1990 Repair ‘DOOR ROLLER’.
18.01.1990 Repair ‘END BRAKE COCK’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘DOOR LOCK MECHANISM’.
01.06.1991 Repair ‘END HOSE’.
01.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1991 Repair ‘STEP’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘DOOR LOCK MECHANISM’.
16.08.1991 Repair ‘TRAIN PIPE (END)’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4473 W’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘DOOR LOCK MECHANISM’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
03.12.1992 Repair ‘HANDRAILS END’.
03.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4473 W’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘RBFY 4473 W’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFY 4473 W’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4473 W’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4473 W’
13.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
07.01.1996 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RBFY 4473 W’
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
24.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4473 W’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’
27.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’
04.08.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’
28.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’
29.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’
25.10.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE RECLASSIFY’.
25.10.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4473 W’

ABFY 4474

Details: wagon ‘ABFY 4474 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.10.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 29.01.1997
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 05.03.1988
Last Single Car Test: 14.01.1992
Last Lift: 01.04.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.07.1989 Repair ‘END HOSE’.
14.07.1989 Repair ‘TRAIN PIPE’.
14.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4474 K’
28.10.1989 Repair ‘DOOR LOCK MECHANISM’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4474 K’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Repair ‘VEHICLE STENCILS’.
08.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4474 K’
17.08.1990 Repair ‘END HOSE’.
17.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4474 K’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘DOOR LOCK MECHANISM’.
07.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
20.03.1991 Repair ‘DOOR COMPLETE’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4474 K’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.05.1991 Repair ‘COUPLER COMPLETE’.
20.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4474 K’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DOOR COMPLETE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘STEP’.
30.07.1991 Repair ‘TRAIN PIPE (END)’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
31.07.1991 Repair ‘DOOR LOCK MECHANISM’.
31.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4474 K’
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘DOOR COMPLETE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘DOOR COMPLETE’.
13.01.1992 Repair ‘TRAIN PIPE (END)’.
13.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4474 K’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘DOOR COMPLETE’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4474 K’
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘DOOR LOCK MECHANISM’.
18.03.1994 Repair ‘STEP’.
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4474 K’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4474 K’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
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SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE RECLASSIFY’.
19.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4474 K’
27.01.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4476

Details: wagon ‘ABFY 4476 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RE RZ AB
Return to Service Date: 22.01.1997
Due Triple Valve: 19.06.1988
Last Triple Valve: 21.09.1990
Last Brake Cylinder: 24.11.1989
Last Single Car Test: 08.10.1992
Last Lift: 13.04.1982
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21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘DOOR LOCK MECHANISM’.
23.11.1989 Repair ‘DOOR SEAL’.
23.11.1989 Repair ‘DOOR SLIDE RAIL’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘HANDRAILS’.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
23.11.1989 Repair ‘TRAIN PIPE’.
23.11.1989 Repair ‘WEAR PLATES & SADDLES’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4476 D’
23.01.1990 Repair ‘HANDRAILS END’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4476 D’
13.02.1990 Repair ‘HANDRAILS END’.
13.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RBFY 4476 D’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘DOOR LOCK MECHANISM’.
03.05.1990 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Repair ‘TRAIN PIPE’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
01.06.1990 Repair ‘END HOSE’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4476 D’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DOOR LOCK MECHANISM’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’

595



2. TIMS GROUP INFORMATION - WAGONS

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE BEARERS’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘DOOR COMPLETE’.
05.09.1991 Repair ‘DOOR FRAME’.
05.09.1991 Repair ‘DOOR LOCK MECHANISM’.
05.09.1991 Repair ‘SIDE BEARER’.
05.09.1991 Repair ‘TOP CENTRE PLATE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘VEHICLE RECLASSIFY’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
04.11.1991 Repair ‘TRAIN PIPE (END)’.
04.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘DOOR COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
13.12.1991 Repair ‘COUPLER COMPLETE’.
13.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.10.1992 Repair ‘TRAIN PIPE (END)’.
07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4476 D’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘VEHICLE RECLASSIFY’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
31.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
12.12.1993 Repair ‘BRAKE PIN’.
12.12.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
20.12.1993 Repair ‘DOOR LOCK MECHANISM’.
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20.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFY 4476 D’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE RECLASSIFY’.
03.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
24.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4476 D’
03.03.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4476 D’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4476 D’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4476 D’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4476 D’
22.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4476 D’
25.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4476 D’
11.11.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE RECLASSIFY’.
11.11.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4476 D’
02.12.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4478

Details: wagon ‘ABFY 4478 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.10.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 01.01.1997
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 14.04.1993
Last Lift: 01.02.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFY 4478 E’
20.12.1990 Repair ‘STEP’.
20.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4478 E’
06.03.1991 Repair ‘ROOF COMPLETE’.
06.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 4478 E’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘DOOR LOCK MECHANISM’.
13.03.1991 Repair ‘END BRAKE COCK’.
13.03.1991 Repair ‘END HOSE’.
13.03.1991 Repair ‘TRAIN PIPE (END)’.
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4478 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘EMPTY LOAD VALVE’.
16.09.1992 Repair ‘GRADE CONTROL VALVE’.
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16.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4478 E’
04.03.1993 Repair ‘STEP’.
04.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4478 E’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘STEP’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Repair ‘WHEEL SET’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4478 E’
05.09.1993 Repair ‘SIDE STEP’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4478 E’
03.04.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4478 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4478 E’
18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFY 4478 E’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFY 4478 E’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE RECLASSIFY’.
01.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4478 E’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 4479

Details: wagon ‘ABFY 4479 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 09.12.1996
Last Brake Cylinder: 08.11.1990
Last Lift: 23.08.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.11.1989 Repair ‘COUPLER COMPLETE’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘END HOSE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
06.12.1989 Repair ‘VEHICLE COMPLETE’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘DOOR LOCK MECHANISM’.
03.08.1990 Repair ‘DOOR OPENING MECHANISM’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘STEP’.
03.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
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08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘DOOR SLIDE RAIL’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘DOOR LOCK MECHANISM’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘END HOSE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘WHEEL SET’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4479 J’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘CARD OR CLIP HOLDER’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
24.12.1993 Repair ‘STEP’.
24.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
20.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
20.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4479 J’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
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BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4479 J’
03.09.1996 Repair ‘VEHICLE COMPLETE’.
09.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4480

Details: wagon ‘ABFY 4480 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.02.1997
Last Triple Valve: 13.10.1988
Last Brake Cylinder: 26.11.1991
Last Single Car Test: 26.05.1992

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.06.1990 Repair ‘DOOR LOCK MECHANISM’.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
12.06.1990 Repair ‘DOOR ROLLER’.
12.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4480 J’
24.10.1990 Repair ‘END HOSE’.
24.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4480 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘END HOSE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4480 J’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘TRAIN PIPE (END)’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4480 J’
18.03.1993 Repair ‘STEP’.
18.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4480 J’
11.09.1993 Repair ‘STEP’.
11.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4480 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFY 4480 J’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE RECLASSIFY’.
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFY 4480 J’
10.06.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFY 4480 J’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE RECLASSIFY’.
13.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4480 J’
20.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 4483

Details: wagon ‘ABFY 4483 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 25.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 19.02.1997
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 29.06.1990
Last Lift: 21.12.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
13.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4483 D’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
29.11.1989 Repair ‘END BRAKE COCK’.
29.11.1989 Repair ‘END BRAKE COCK’.
29.11.1989 Repair ‘END HOSE’.
29.11.1989 Repair ‘TRAIN PIPE (END)’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
09.02.1990 Repair ‘END HOSE’.
09.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4483 D’
03.03.1990 Repair ‘END HOSE’.
03.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4483 D’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1990 Repair ‘BRAKE PULL ROD’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4483 D’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘DOOR COMPLETE’.
14.01.1991 Repair ‘DOOR LOCK MECHANISM’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.06.1991 Repair ‘DOOR LOCK MECHANISM’.
17.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4483 D’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘TOP CENTRE PLATE’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘DOOR LOCK MECHANISM’.
25.11.1992 Repair ‘DOOR ROLLER’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘END HOSE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘TRAIN PIPE (END)’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘RBFX 4483 D’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4483 D’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4483 D’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4483 D’
30.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE RECLASSIFY’.
30.10.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFX 4483 D’
19.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4485

Details: wagon ‘ABFY 4485 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.12.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
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BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 19.02.1997
Due Triple Valve: 27.06.1991
Last Brake Cylinder: 27.01.1993
Last Single Car Test: 27.01.1993
Last Lift: 01.11.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘DOOR COMPLETE’.
23.10.1989 Repair ‘DOOR COVERING’.
23.10.1989 Repair ‘DOOR FRAME’.
23.10.1989 Repair ‘DOOR LOCK MECHANISM’.
23.10.1989 Repair ‘DOOR OPENING MECHANISM’.
23.10.1989 Repair ‘DOOR ROLLER’.
23.10.1989 Repair ‘DOOR SEAL’.
23.10.1989 Repair ‘END BRAKE COCK’.
23.10.1989 Repair ‘END HOSE’.
23.10.1989 Repair ‘TRAIN PIPE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4485 V’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘DOOR LOCK MECHANISM’.
19.02.1990 Repair ‘END BRAKE COCK’.
19.02.1990 Repair ‘END HOSE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4485 V’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘DOOR LOCK MECHANISM’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4485 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘DOOR LOCK MECHANISM’.
30.08.1991 Repair ‘END BRAKE COCK’.
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30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘WEAR PLATES & SADDLES’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4485 V’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RBFX 4485 V’
06.04.1993 Repair ‘STEP’.
06.04.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFX 4485 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4485 V’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4485 V’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4485 V’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

05.04.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE RECLASSIFY’.
05.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4485 V’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.
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ABFY 4487

Details: wagon ‘ABFY 4487 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.01.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.01.1997
Due Triple Valve: 20.08.1988
Last Triple Valve: 21.07.1993
Last Brake Cylinder: 08.02.1991
Last Lift: 20.03.1979

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFY 4487 D’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Repair ‘COUPLER COMPLETE’.
31.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘END HOSE’.
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31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘TRAIN PIPE (END)’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
20.09.1989 Repair ‘END HOSE’.
20.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
11.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1989 Repair ‘DOOR COVERING’.
11.11.1989 Repair ‘DOOR SLIDE RAIL’.
11.11.1989 Repair ‘END BRAKE COCK’.
11.11.1989 Repair ‘END HOSE’.
11.11.1989 Repair ‘PAINT ROOF INTERIOR’.
11.11.1989 Repair ‘TRAIN PIPE (END)’.
11.11.1989 Repair ‘VEHICLE COMPLETE’.
11.11.1989 Repair ‘VEHICLE COMPLETE’.
11.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘DOOR COMPLETE’.
28.06.1990 Repair ‘DOOR LOCK MECHANISM’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4487 D’
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘VEHICLE COMPLETE’.
05.07.1990 Repair ‘VEHICLE STENCILS’.
05.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFY 4487 D’
02.09.1990 Repair ‘HANDRAILS END’.
02.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFY 4487 D’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘RELAY VALVE’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
11.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
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21.10.1991 Repair ‘HANDRAILS END’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFY 4487 D’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘HANDRAILS’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
03.04.1992 Repair ‘HANDRAILS END’.
03.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘END BRAKE COCK’.
24.06.1992 Repair ‘END HOSE’.
24.06.1992 Repair ‘TRAIN PIPE (END)’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
22.09.1992 Repair ‘HANDRAILS END’.
22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
21.11.1992 Repair ‘HANDRAILS’.
21.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘DOOR LOCK MECHANISM’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘END HOSE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
10.06.1993 Repair ‘STEP’.
10.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘DOOR COMPLETE’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFY 4487 D’
29.10.1993 Repair ‘STEP’.
29.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
06.02.1994 Repair ‘HANDRAILS END’.
06.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABFY 4487 D’
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.04.1994 Repair ‘DOOR LOCK MECHANISM’.
29.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABFY 4487 D’
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFY 4487 D’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration complete ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH
SPEED AND RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE
BEARER SET UP AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H
RESTENCIL BOGIE TO ‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New
class: ‘ABFY’.

30.04.1996 Repair ‘BOGIE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
30.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFY 4487 D’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4488

Details: wagon ‘ABFY 4488 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.12.1977
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: AB WR
Return to Service Date: 11.12.1996
Last Triple Valve: 08.11.1990
Last Lift: 23.05.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.08.1989 Repair ‘DOOR OPENING MECHANISM’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4488 X’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘DOOR LOCK MECHANISM’.
17.11.1989 Repair ‘END BRAKE COCK’.
17.11.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘STEP’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4488 X’
24.01.1990 Repair ‘DOOR LOCK MECHANISM’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4488 X’
30.01.1990 Repair ‘DOOR LOCK MECHANISM’.
30.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4488 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘END HOSE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘DOOR LOCK MECHANISM’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4488 X’
25.01.1992 Repair ‘STEP’.
25.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
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13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4488 X’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
10.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4488 X’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4488 X’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

07.07.1995 Repair ‘VEHICLE RECLASSIFY’.
07.07.1995 Issued at location ‘Dimboola’ with a previous code of wagon ‘ABFX 4488 X’
10.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4489

Details: wagon ‘ABFY 4489 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
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Date Built: 22.12.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 15.02.1997
Last Triple Valve: 25.09.1991
Last Brake Cylinder: 23.08.1993
Last Single Car Test: 10.07.1989
Last Lift: 29.05.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RBFX 4489 L’
14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4489 L’
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4489 L’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4489 L’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘DOOR LOCK MECHANISM’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4489 L’
08.08.1990 Repair ‘DOOR COMPLETE’.
08.08.1990 Repair ‘WEAR PLATES & SADDLES’.
08.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4489 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.09.1991 Repair ‘BOGIE COMPLETE’.
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24.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4489 L’
24.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4489 L’
19.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4489 L’
04.09.1992 Repair ‘DOOR COMPLETE’.
04.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4489 L’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4489 L’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘CARD OR CLIP HOLDER’.
06.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘GRADE CONTROL VALVE’.
06.09.1993 Repair ‘STEP’.
06.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4489 L’
19.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4489 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE RECLASSIFY’.
22.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4489 L’
06.04.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
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18.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4490

Details: wagon ‘ABFY 4490 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 26.01.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 07.11.1996
Due Triple Valve: 01.04.1991
Last Brake Cylinder: 15.02.1989
Last Single Car Test: 11.01.1990
Last Lift: 29.04.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4490 N’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRANCH PIPE’.
11.01.1990 Repair ‘RELAY VALVE’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4490 N’
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17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABFX 4490 N’
25.05.1990 Repair ‘STEP’.
25.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4490 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.07.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4490 N’
06.04.1994 Alteration ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘. (NRC047)’.

New class: ‘RBFX’.
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE RECLASSIFY’.
15.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4490 N’
26.10.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4491

Details: wagon ‘ABFY 4491 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.02.1978
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 15.02.1997
Last Triple Valve: 31.01.1989
Last Brake Cylinder: 28.09.1990
Last Single Car Test: 30.11.1990
Last Lift: 05.07.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
27.09.1989 Repair ‘STEP’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4491 Q’
12.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1990 Repair ‘STEP’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4491 Q’
29.03.1990 Repair ‘DOOR LOCK MECHANISM’.
29.03.1990 Repair ‘STEP’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4491 Q’
17.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RBFX 4491 Q’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.
28.09.1990 Repair ‘DOOR LOCK MECHANISM’.
28.09.1990 Repair ‘EMPTY LOAD VALVE’.
28.09.1990 Repair ‘END HOSE’.
28.09.1990 Repair ‘GRADE CONTROL VALVE’.
28.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘DOOR COMPLETE’.
23.11.1990 Repair ‘DOOR LOCK MECHANISM’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘END HOSE’.
23.11.1990 Repair ‘HANDRAILS END’.
23.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Repair ‘TRAIN PIPE (END)’.
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23.11.1990 Repair ‘VEHICLE COMPLETE’.
23.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4491 Q’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRANCH PIPE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘DOOR SEAL’.
22.05.1991 Repair ‘EMPTY LOAD VALVE’.
22.05.1991 Repair ‘GRADE CONTROL VALVE’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
27.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4491 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4491 Q’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RBFX 4491 Q’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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21.03.1996 Alteration complete ‘MODIFY WAGONS LISTED TO HIGH SPEED AND
RECLASSIFY TO ‘ABFY‘RESTENCIL WAGONS TO 110KM/HR RESTENCIL
BOGIES TO‘ASSC’ WAGONS ‘ABFX’ 2465, 4412, 4448.4489 WAGONS ‘RBFX’ 2835,
2822, 2683, 2675, 2660, 2511, 2501, 2485, 2477, 2469, 4405, 3125, 4478, 4491,
3131, 3102, 3101, 4485, 4471, 4451, 4441, 4423, 4422, 3137, 3111, 3105 (RS4931)’.
New class: ‘ABFY’.

28.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE RECLASSIFY’.
28.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4491 Q’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4494

Details: wagon ‘ABFY 4494 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 05.10.1996
Due Triple Valve: 22.04.1988
Last Triple Valve: 06.02.1991
Last Brake Cylinder: 14.07.1993
Last Single Car Test: 20.09.1988
Last Lift: 07.07.1982
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘DOOR COMPLETE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘END BRAKE COCK’.
20.11.1989 Repair ‘RELAY VALVE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
29.09.1990 Repair ‘STEP’.
29.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4494 B’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRANCH PIPE’.
08.10.1990 Repair ‘DOOR LOCK MECHANISM’.
08.10.1990 Repair ‘END BRAKE COCK’.
08.10.1990 Repair ‘END HOSE’.
08.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.02.1991 Repair ‘DOOR COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4494 B’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘TOP CENTRE PLATE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
25.05.1992 Repair ‘DOOR LOCK MECHANISM’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFY 4494 B’
20.06.1992 Repair ‘STEP’.
20.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4494 B’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘DOOR LOCK MECHANISM’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘END HOSE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
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14.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
19.11.1993 Repair ‘DOOR LOCK MECHANISM’.
19.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFY 4494 B’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RBFY 4494 B’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.
ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFY 4494 B’
25.06.1996 Alteration complete ‘RECLASSIFY 42 ‘RBFY’ WAGONS TO

‘ABFY‘(RETURNED FROM NRC ) AS PER LIST (SCT) (RS4937)’. New class: ‘ABFY’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4494 B’
22.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE RECLASSIFY’.
22.08.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RBFY 4494 B’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.

ABFY 4495

Details: wagon ‘ABFY 4495 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: NS 134
Date Built: 28.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FSBZ

Capacity of 45 tonnes

Fleet Grp Code: AB
Return to Service Date: 10.01.1997
Last Brake Cylinder: 19.06.1992
Last Lift: 09.02.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘EMPTY LOAD VALVE’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘END HOSE’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1989 Repair ‘TRAIN PIPE’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4495 M’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BEARERS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.03.1991 Repair ‘DOOR COMPLETE’.
06.03.1991 Repair ‘EMPTY LOAD VALVE’.
06.03.1991 Repair ‘END BRAKE COCK’.
06.03.1991 Repair ‘END HOSE’.
06.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘VEHICLE RECLASSIFY’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4495 M’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘DOOR COMPLETE’.
11.06.1991 Repair ‘SIDE COMPLETE’.
26.03.1992 Repair ‘END HOSE’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE BLOCK RB95’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘DOOR COMPLETE’.
19.06.1992 Repair ‘DOOR LOCK MECHANISM’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
25.09.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1994 Repair ‘TRAIN PIPE (END)’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.

ABFY 4498

Details: wagon ‘ABFY 4498 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 134
Date Built: 11.04.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFY;14’ CENTREPLATE,70T BOGIES
BSG Code: FSBZ

Capacity of 61 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 15.02.1997
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 15.05.1989
Last Single Car Test: 07.12.1990
Last Lift: 17.03.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1990 Repair ‘DOOR LOCK MECHANISM’.
06.01.1990 Repair ‘DOOR OPENING MECHANISM’.
06.01.1990 Repair ‘EMPTY LOAD VALVE’.
06.01.1990 Repair ‘END SILL’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
06.01.1990 Repair ‘WEAR PLATES & SADDLES’.
06.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
27.03.1990 Alteration complete ‘FIT U.S. 70T LOW LEVEL BOGIE FITTED WITH

MINER TCC-4500 RESILIENT SIDE BEARERS TO ONE (1) ‘ABFX’ WAGON. FIT
NEW SIDE BEARERS AND DEEP SPIGOT CENTRE PLATE TO WAGON, TO
DRAWING A1/W3-11 MK1 FOR TESTING. RECLASSIFY WAGON TO ‘ABFY’
CLASS AND STENCIL ‘110KM/H‘. STENCIL BOGIES ‘ASSD’ CLASS. (RS4488)’.
New class: ‘ABFY’.

13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘CARD OR CLIP HOLDER’.
13.07.1990 Repair ‘COUPLER COMPLETE’.
13.07.1990 Repair ‘COUPLER KNUCKLE’.
13.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
13.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.07.1990 Repair ‘DOOR COMPLETE’.
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13.07.1990 Repair ‘DOOR LOCK MECHANISM’.
13.07.1990 Repair ‘DOOR OPENING MECHANISM’.
13.07.1990 Repair ‘DOOR SLIDE RAIL’.
13.07.1990 Repair ‘END HOSE’.
13.07.1990 Repair ‘HANDRAILS END’.
13.07.1990 Repair ‘SIDE BEARER’.
13.07.1990 Repair ‘TRAIN PIPE (END)’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 4498 A’
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘DOOR SLIDE RAIL’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 4498 A’
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABGY 4498 A’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BEARERS’.
04.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
04.12.1990 Repair ‘DOOR LOCK MECHANISM’.
04.12.1990 Repair ‘DOOR OPENING MECHANISM’.
04.12.1990 Repair ‘DOOR ROLLER’.
04.12.1990 Repair ‘DOOR SEAL’.
04.12.1990 Repair ‘HANDRAILS END’.
04.12.1990 Repair ‘SIDE BEARER’.
04.12.1990 Repair ‘TOP CENTRE PLATE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Repair ‘TRAIN PIPE’.
04.12.1990 Repair ‘VEHICLE COMPLETE’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABGY 4498 A’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BEARERS’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
29.05.1991 Alteration complete ‘RECLASSIFY ABFY 2686 TO ABGY 2686W AND ABFY

4498 TO ABGY 4498A (RS4604)’. New class: ‘ABGY’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘VEHICLE RECLASSIFY’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
14.08.1991 Repair ‘VEHICLE COMPLETE’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
24.08.1991 Repair ‘VEHICLE COMPLETE’.
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24.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘DOOR LOCK MECHANISM’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE SIDEFRAME’.
14.12.1993 Repair ‘BOGIE WEAR PLATES’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘DOOR OPENING MECHANISM’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘END BRAKE COCK’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABGY 4498 A’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABGY 4498 A’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABGY 4498 A’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABGY 4498 A’
11.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABGY 4498 A’
03.05.1995 Alteration complete ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP

AND FIT HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE
SELECTED FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE
SUPPLIED BY ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS
TO BE SELECTED. (RS4907)’. New class: ‘ABFY’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE RECLASSIFY’.
27.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABGY 4498 A’
05.11.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
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30.09.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

2.9 Wagon classification starting with ‘ABG’

ABGY 2686

21.09.1995 Reclassified from wagon ‘ABGY 2686 W’ to ’ wagon ‘ABFY 2686 T’.

ABGY 4498

27.10.1995 Reclassified from wagon ‘ABGY 4498 A’ to ’ wagon ‘ABFY 4498 U’.

2.10 Wagon classification starting with ‘ABJ’

ABJX 2681

02.03.1990 Reclassified from wagon ‘ABJX 2681 F’ to ’ wagon ‘AZBF 2681 D’.

2.11 Wagon classification starting with ‘ABL’

ABLP 1

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1990 Repair ‘VEHICLE SOLD’.

ABLP 2

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ABLP 3

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

04.07.1989 Repair ‘NYLON HOSE’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ABLP 4

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.
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19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ABLP 381

05.04.1993 Reclassified from wagon ‘ABLP 381 P’ to ’ wagon ‘OPC 381 M’.

ABLP 386

17.01.1980 Alteration complete ‘INSTALLATION OF GAS OPERATED REFRIGERATOR
‘ELECTROLUX’ MODEL RM-66. (04s80)’.

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.02.1992 Repair ‘VEHICLE SOLD’.

ABLP 401

Details: wagon ‘ABLP 401 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $35930
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
Date Built: 16.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;CCE RAIL GRINDING GANG
BSG Code: DSBZ

Capacity of 10 tonnes

Fleet Grp Code: PB PZ AH
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 02.06.1987

14.07.1983 Alteration complete ‘CONVERT FOUR AVAY CLASS BRAKE VANS FROM
1600MM GUAGE TO 1435MM GUAGE BY MODIFYING THREE SETS OF
1600MM GUAGE BOGIES AT ISLINGTON AND UTILISING ONE SET OF
OVERHAULED BOGIES AT PETERBOROUGH. (C2028)’.
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02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

25.09.1991 Repair ‘HANDRAILS END’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

ABLP 404

Details: wagon ‘ABLP 404 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $35930
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
Date Built: 20.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;CCE RAIL GRINDING GANG
BSG Code: DSBZ

Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: PB PZ AH
Return to Service Date: 17.12.1993
Last Single Car Test: 25.11.1992
Last Lift: 01.08.1980

14.07.1983 Alteration complete ‘CONVERT FOUR AVAY CLASS BRAKE VANS FROM
1600MM GUAGE TO 1435MM GUAGE BY MODIFYING THREE SETS OF
1600MM GUAGE BOGIES AT ISLINGTON AND UTILISING ONE SET OF
OVERHAULED BOGIES AT PETERBOROUGH. (C2028)’.

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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2.12 Wagon classification starting with ‘ABM’

ABMP 1350

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

23.10.1986 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’ — ‘ADELAIDE - PERTH’ ABMP 1350 , ABMP 1396 AND 1 VAN AS
SELECTED. (RS4159)’.

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ABMP 1373

06.10.1987 Reclassified from wagon ‘ABMP 1373 L’ to ’ wagon ‘ABDF 1373 N’.

ABMP 1374

Details: wagon ‘ABMP 1374 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 119
Date Built: 13.03.1957
Operating System: AN
Intended Use: MAIL
Remarks: W/O 12.02.94
BSG Code: FSBN

Capacity of 20.3 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WP
Return to Service Date: 12.02.1994
Last Single Car Test: 02.03.1994
Last Lift: 18.09.1981

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.
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23.10.1986 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’ —‘ADELAIDE - PERTH’ ABMP 1350 , ABMP 1396 AND 1 VAN AS
SELECTED. (RS4159)’.

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

ABMP 1383

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

23.10.1986 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’ —‘ADELAIDE - PERTH’ ABMP 1350 , ABMP 1396 AND 1 VAN AS
SELECTED. (RS4159)’.

08.09.1989 Repair ‘FLOOR BOARDS’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ABMP 1396

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

23.10.1986 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’ —‘ADELAIDE - PERTH’ ABMP 1350 , ABMP 1396 AND 1 VAN AS
SELECTED. (RS4159)’.

30.10.1989 Repair ‘STEP’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘FLOOR BOARDS’.
19.08.1991 Repair ‘DOOR OPENING MECHANISM’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.13 Wagon classification starting with ‘ABN’

ABNX 2657

Details: wagon ‘ABNX 2657 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 32.1tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 134
Date Built: 17.08.1973
Operating System: AN
Intended Use: NEWSPRINT
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB UN UZ JX
Return to Service Date: 18.08.1994
Last Brake Cylinder: 29.11.1990
Last Single Car Test: 11.05.1993
Last Lift: 25.08.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘END BRAKE COCK’.
09.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE LEVER’.
30.10.1989 Repair ‘END HOSE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
02.07.1990 Repair ‘DOOR COMPLETE’.
02.07.1990 Repair ‘DOOR OPENING MECHANISM’.
17.08.1990 Repair ‘DOOR COMPLETE’.
09.09.1990 Repair ‘HANDRAILS END’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘DOOR COMPLETE’.
29.11.1990 Repair ‘DOOR LOCK MECHANISM’.
29.11.1990 Repair ‘END HOSE’.
29.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE BLOCK RB95’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘CARD OR CLIP HOLDER’.
06.04.1992 Repair ‘DOOR COMPLETE’.
06.04.1992 Repair ‘DOOR SEAL’.
06.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.04.1992 Repair ‘END BRAKE COCK’.
06.04.1992 Repair ‘END HOSE’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘TRAIN PIPE (END)’.
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06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘END BRAKE COCK’.
06.10.1992 Repair ‘END HOSE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘STEP’.
06.10.1992 Repair ‘WHEEL SET’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1992 Repair ‘END BRAKE COCK’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘DOOR OPENING MECHANISM’.
04.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.01.1993 Repair ‘END HOSE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘BRAKE PULL ROD’.
07.05.1993 Repair ‘COUPLER COMPLETE’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘TOP CENTRE PLATE’.
07.05.1993 Repair ‘TRAIN PIPE (END)’.
07.05.1993 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘ABNX’ COVERED VANS TO ‘RBNX‘. (NRC048)’.

New class: ‘RBNX’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND

RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.
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ABNX 4444

20.12.1994 Reclassified from wagon ‘ABNX 4444 K’ to ’ wagon ‘RBNX 4444 E’.

ABNX 4466

25.08.1994 Reclassified from wagon ‘ABNX 4466 V’ to ’ wagon ‘RBNX 4466 P’.

2.14 Wagon classification starting with ‘ABS’

ABSX 4424

07.07.1995 Reclassified from wagon ‘ABSX 4424 J’ to ’ wagon ‘ABFY 4424 U’.

ABSX 4434

04.05.1995 Reclassified from wagon ‘ABSX 4434 R’ to ’ wagon ‘ABFY 4434 F’.

ABSX 4446

04.05.1995 Reclassified from wagon ‘ABSX 4446 U’ to ’ wagon ‘ABFY 4446 X’.

ABSX 4462

13.06.1995 Reclassified from wagon ‘ABSX 4462 A’ to ’ wagon ‘ABFY 4462 L’.

2.15 Wagon classification starting with ‘ABU’

ABUP 1348

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘WEAR PLATES & SADDLES’.
21.08.1989 Repair ‘WHEEL SET’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB101’.
18.10.1989 Repair ‘BRAKE BLOCK RB101’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.10.1989 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Repair ‘TOP CENTRE PLATE’.
21.09.1993 Repair ‘DOOR COMPLETE’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ABUP 1352

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ABUP 1368

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

16.10.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Repair ‘BRANCH PIPE’.
07.11.1991 Repair ‘DOOR LOCK MECHANISM’.
07.11.1991 Repair ‘DOOR ROLLER’.
07.11.1991 Repair ‘DOOR SLIDE RAIL’.
07.11.1991 Repair ‘END BRAKE COCK’.
07.11.1991 Repair ‘FLOOR COMPLETE’.
07.11.1991 Repair ‘HANDRAILS’.
07.11.1991 Repair ‘SIDE MEMBER’.
07.11.1991 Repair ‘SIDE SHEET’.
07.11.1991 Repair ‘STEP’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ABUP 1372

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘HANDBRAKE HANDLE’.
03.04.1992 Repair ‘HANDBRAKE HANDLE’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ABUP 1378

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘TRAIN PIPE’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ABUP 1382

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

09.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ABUP 1393

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.07.1985 Alteration complete ‘REMOVE LUGGAGE SHELVES. STENCIL ‘TRANS
TRAFFIC ONLY’. ‘ADELAIDE - PERTH‘ABUP AS SELECTED - 3 ONLY (RS4057)’.

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘DOOR COMPLETE’.
19.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE LEVER’.
06.08.1990 Repair ‘BRAKE PULL ROD’.
06.08.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.16 Wagon classification starting with ‘ABX’

ABXL 1

05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BRAKE BLOCK RB95’.
05.06.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1992 Repair ‘VEHICLE SOLD’.

ABXL 2

11.02.1983 Alteration complete ‘LIMITED EXCHANGE FREIGHT AND SERVICE
STOCK WAGONS TO BE RECLASSIFIED USING 4 LETTER ALPHA CHARACTER
WAGON CODE AND A CHECK LETTER ADDED FOR COMPUTERISED WAGON
CONTROL. (C2000)’.

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BRAKE BLOCK RB95’.
04.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.06.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.02.1992 Repair ‘VEHICLE SOLD’.

ABXL 3

14.08.1989 Reclassified from wagon ‘ABXL 3 Y’ to ’ wagon ‘ABXY 3 U’.

ABXY 3

11.02.1983 Alteration complete ‘LIMITED EXCHANGE FREIGHT AND SERVICE
STOCK WAGONS TO BE RECLASSIFIED USING 4 LETTER ALPHA CHARACTER
WAGON CODE AND A CHECK LETTER ADDED FOR COMPUTERISED WAGON
CONTROL. (C2000)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 1 NO. ‘ABXL’ EXPLOSIVE WAGON IN
ACCORDANCE WITH ME STANDARD R 31. RECLASSIFY WAGON TO ‘ABXY‘.
ABXL TO BE SELECTED. (RS4400)’. New class: ‘ABXY’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BEARERS’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
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14.08.1989 Repair ‘BRAKE LEVER’.
14.08.1989 Repair ‘BRAKE PULL ROD’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘VEHICLE RECLASSIFY’.
14.08.1989 Repair ‘VEHICLE STENCILS’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABXL 3 Y’
14.01.1990 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.02.1992 Repair ‘VEHICLE SOLD’.

2.17 Wagon classification starting with ‘ACA’

ACAA 6019

15.08.1988 Reclassified from wagon ‘ACAA 6019 B’ to ’ wagon ‘ACAF 6019 V’.

ACAA 6120

11.08.1988 Reclassified from wagon ‘ACAA 6120 E’ to ’ wagon ‘ACAF 6120 B’.

ACAA 6184

Details: wagon ‘ACAA 6184 T’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $1380
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB S-1
Date Built: 22.06.1929
Operating System: ARHS
Intended Use: CATTLE
Remarks: W/O 04.04.87;SOLD TO ARHS 19.12.88
BSG Code: SBCX

Capacity of 18 cattle

Fleet Grp Code: AH
Return to Service Date: 19.12.1988
Last Lift: 01.06.1984
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ACAA 6195

04.03.1988 Alteration complete ‘RECLASSIFY ACAA TO ACAF -RETAIN ORIGINAL
WAGON NOS.6019,6120,6195. (RS4267)’. New class: ‘ACAF’.

ACAF 2

10.07.1990 Reclassified from wagon ‘ACAF 2 G’ to ’ wagon ‘ACAY 2 N’.

ACAF 3

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

06.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1990 Repair ‘VEHICLE SOLD’.

ACAF 4

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘BRANCH PIPE’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘FLOOR BOARDS’.
05.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1990 Repair ‘ROOF BOARDS’.
05.07.1990 Repair ‘VEHICLE STENCILS’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 4 G’
30.07.1990 Repair ‘END BOARDS’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 4 G’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 4 G’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE BEARERS’.
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14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 5

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.07.1990 Repair ‘END BOARDS’.
13.09.1990 Repair ‘ROOF COMPLETE’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1991 Repair ‘FLOOR BOARDS’.
17.10.1991 Repair ‘SIDE BOARDS’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BRAKE BLOCK RB95’.
07.01.1993 Repair ‘CARD OR CLIP HOLDER’.
07.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1993 Repair ‘STEP’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 6

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘TRAIN PIPE (END)’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 8

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 9

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.07.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 10

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.05.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE SOLD’.

ACAF 12

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 13

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’
CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 13 F’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘END BOARDS’.
30.10.1992 Repair ‘FLOOR BOARDS’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 15

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 17

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 19

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

16.05.1990 Repair ‘BOGIE COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 20

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 21

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘SIDE BOARDS’.
01.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 21 S’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
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04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 21 S’
10.09.1990 Repair ‘SIDE BOARDS’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 21 S’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘SIDE BOARDS’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 21 S’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 21 S’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1992 Repair ‘BRAKE PULL ROD’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘DOOR FRAME’.
27.05.1992 Repair ‘FLOOR BOARDS’.
27.05.1992 Repair ‘FLOOR COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 22

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 23

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘BRAKE LEVER’.
22.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 24

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BEARERS’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Repair ‘STEP’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRANCH PIPE’.
26.06.1990 Repair ‘FLOOR BOARDS’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘DISCHARGE DOOR’.
11.05.1992 Repair ‘SIDE BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 25

12.04.1991 Reclassified from wagon ‘ACAF 25 D’ to ’ wagon ‘ACAY 25 K’.

ACAF 26

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 27

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 27 F’
28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 28

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 28 M’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BRANCH PIPE’.
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09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 28 M’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 28 M’
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘END BOARDS’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘WHEEL SET’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 28 M’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 28 M’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 28 M’
04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 28 M’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘BRANCH PIPE’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.08.1990 Repair ‘END BOARDS’.
16.08.1990 Repair ‘SIDE BOARDS’.
16.08.1990 Repair ‘TRAIN PIPE (END)’.
16.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 28 M’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1990 Repair ‘TRAIN PIPE’.
07.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 28 M’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 28 M’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘STEP’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘FLOOR BOARDS’.
14.04.1993 Repair ‘END BOARDS’.
14.04.1993 Repair ‘FLOOR BOARDS’.
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15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 29

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1990 Repair ‘VEHICLE SOLD’.

ACAF 31

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘DOOR COMPLETE’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1990 Repair ‘COUPLER KNUCKLE’.
08.12.1990 Repair ‘DOOR COMPLETE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘DOOR COMPLETE’.
13.12.1990 Repair ‘DOOR LOCK MECHANISM’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 32

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 32 M’
28.06.1990 Repair ‘BODY COMPLETE’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 32 M’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
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13.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACRF 32 M’

18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’
CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 32 M’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘TRAIN PIPE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 33

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 34

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 35

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 36

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE WEAR PLATES’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 38

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.
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02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 39

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

16.01.1990 Repair ‘END BOARDS’.
16.01.1990 Repair ‘SIDE BOARDS’.
16.01.1990 Repair ‘VEHICLE COMPLETE’.
12.02.1990 Repair ‘END BOARDS’.
12.02.1990 Repair ‘SIDE BOARDS’.
12.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.07.1990 Repair ‘SIDE BOARDS’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘CARD OR CLIP HOLDER’.
28.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘FLOOR BOARDS’.
31.01.1991 Repair ‘END BOARDS’.
31.01.1991 Repair ‘SIDE BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 40

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 40 C’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 40 C’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘SIDE BOARDS’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 40 C’
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18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’
CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 40 C’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘SIDE BOARDS’.
16.09.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 41

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘DOOR COMPLETE’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 42

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 43

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 43 G’
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12.03.1990 Repair ‘DOOR LOCK MECHANISM’.
12.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 43 G’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 43 G’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘SIDE BOARDS’.
16.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 43 G’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 43 G’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 44

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

16.05.1990 Repair ‘BOGIE COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 45

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

20.11.1989 Repair ‘SIDE BOARDS’.
30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.11.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 46

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 47

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
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Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 47 T’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 47 T’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE BOLSTER’.
27.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 47 T’
16.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 47 T’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘COUPLER COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 47 T’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 47 T’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE SPRING’.
17.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 47 T’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘SIDE BOARDS’.
16.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 47 T’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 47 T’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BRANCH PIPE’.
30.10.1992 Repair ‘SIDE BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 50

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 50 K’
03.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 50 K’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 50 K’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘FLOOR BOARDS’.
18.02.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 51

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 51 T’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.05.1992 Repair ‘ROOF COMPLETE’.
05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 51 T’
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 51 T’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘ISOLATING COCK’.
29.09.1992 Repair ‘SIDE BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 52

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 53

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 54

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘END BOARDS’.
31.01.1991 Repair ‘ROOF BOARDS’.
31.01.1991 Repair ‘SIDE BOARDS’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘FLOOR BOARDS’.
04.02.1991 Repair ‘ROOF BOARDS’.
17.10.1991 Repair ‘ROOF BOARDS’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘END BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 55

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
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26.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1989 Repair ‘DOOR COMPLETE’.
28.08.1990 Repair ‘STEP’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.
28.09.1990 Repair ‘DOOR COMPLETE’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘SIDE BOARDS’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘ROOF COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘ROOF COMPLETE’.
16.08.1991 Repair ‘ROOF COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.09.1991 Repair ‘END FRAME MEMBER’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘ROOF COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 56

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 57

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.11.1989 Repair ‘SIDE BOARDS’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 57 E’
22.11.1989 Repair ‘ROOF COMPLETE’.
22.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 57 E’
15.06.1990 Repair ‘SIDE BOARDS’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 57 E’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘VEHICLE COMPLETE’.
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02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 57 E’
04.03.1991 Repair ‘DOOR COMPLETE’.
04.03.1991 Repair ‘FLOOR BOARDS’.
04.03.1991 Repair ‘SIDE BOARDS’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 57 E’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 57 E’
13.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 60

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.07.1989 Repair ‘FLOOR BOARDS’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACRF 60 S’
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘TRAIN PIPE (END)’.
12.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 60 S’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 60 S’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BOLSTER’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 60 S’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘SIDE BOARDS’.
16.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 60 S’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
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class: ‘ACAF’.
22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 60 S’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘TRAIN PIPE’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 61

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘SIDE BOARDS’.
06.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 61 E’
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 61 E’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘STEP’.
01.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 61 E’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 61 E’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘END BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 62

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
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Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 62 N’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1989 Repair ‘END BRAKE COCK’.
25.10.1989 Repair ‘END HOSE’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
25.10.1989 Repair ‘TRAIN PIPE’.
25.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 62 N’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 62 N’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘ROOF COMPLETE’.
05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 62 N’
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 62 N’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.04.1993 Repair ‘END BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 63

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

01.08.1989 Repair ‘SIDE BOARDS’.
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 65

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

20.02.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘SIDE BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 66

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 68

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘ROOF COMPLETE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘SIDE BOARDS’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘DOOR COVERING’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 69

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘DOOR LOCK MECHANISM’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRANCH PIPE’.
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18.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘WHEEL SET’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE SPRING’.
28.10.1991 Repair ‘END BRAKE COCK’.
28.10.1991 Repair ‘STEP’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘DOOR COMPLETE’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘HOSE FITTINGS’.
20.10.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 71

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

01.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘END BOARDS’.
06.03.1991 Repair ‘FLOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘CARD OR CLIP HOLDER’.
26.07.1991 Repair ‘ISOLATING COCK’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 73

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘SIDE BOARDS’.
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘DOOR COMPLETE’.
25.01.1991 Repair ‘SIDE BOARDS’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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09.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1991 Repair ‘SIDE BOARDS’.
09.07.1991 Repair ‘SIDE BOARDS’.
16.10.1991 Repair ‘END BOARDS’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘FLOOR BOARDS’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘END BOARDS’.
21.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 74

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1989 Repair ‘BRANCH PIPE’.
26.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 74 S’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 74 S’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘END BRAKE COCK’.
19.09.1990 Repair ‘SIDE BEARER’.
19.09.1990 Repair ‘TOP CENTRE PLATE’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
19.09.1990 Repair ‘YOKE COMPLETE’.
19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 74 S’
31.10.1990 Repair ‘VEHICLE RECLASSIFY’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 74 S’
24.01.1991 Repair ‘HANDBRAKE HANDLE’.
24.01.1991 Repair ‘SIDE BOARDS’.
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24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 74 S’
19.03.1991 Repair ‘DOOR COMPLETE’.
19.03.1991 Repair ‘FLOOR COMPLETE’.
19.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 74 S’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘ROOF BOARDS’.
03.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 74 S’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘SIDE BOARDS’.
15.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 74 S’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘END BOARDS’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 74 S’
11.12.1991 Repair ‘VEHICLE RECLASSIFY’.
11.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 74 S’
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 75

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘ISOLATING COCK’.
20.08.1990 Repair ‘END BOARDS’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘FLOOR BOARDS’.
17.05.1991 Repair ‘SIDE BOARDS’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘DOOR COMPLETE’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE SPRING’.
14.04.1993 Repair ‘HOSE FITTINGS’.
14.04.1993 Repair ‘ISOLATING COCK’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 76

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.
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25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1989 Repair ‘ROOF BOARDS’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘ROOF BOARDS’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘FLOOR BOARDS’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 77

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 77 U’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 77 U’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1992 Repair ‘END BOARDS’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘FLOOR BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 79

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

01.03.1991 Repair ‘END BOARDS’.
01.03.1991 Repair ‘FLOOR BOARDS’.
01.03.1991 Repair ‘SIDE BOARDS’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 80

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘FLOOR BOARDS’.
17.05.1991 Repair ‘SIDE BOARDS’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘END BOARDS’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘ROOF BOARDS’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘END BOARDS’.
12.01.1993 Repair ‘ROOF BOARDS’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BRAKE PULL ROD’.
17.02.1993 Repair ‘ROOF COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 81

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘TOP CENTRE PLATE’.
02.08.1990 Repair ‘BOGIE SPRING’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘END BOARDS’.
16.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1993 Repair ‘TRAIN PIPE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 82

30.10.1989 Reclassified from wagon ‘ACAF 82 B’ to ’ wagon ‘ACAY 82 X’.
20.11.1991 Repair ‘VEHICLE RECLASSIFY’.
20.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘ACAY 82 X’
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 83

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 83 P’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRANCH PIPE’.
09.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 83 P’
25.07.1990 Repair ‘END BOARDS’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 83 P’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 83 P’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 83 P’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘END BOARDS’.
08.02.1993 Repair ‘FLOOR BOARDS’.
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15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 85

27.11.1989 Reclassified from wagon ‘ACAF 85 F’ to ’ wagon ‘ACAY 85 M’.

ACAF 86

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

04.07.1989 Repair ‘ROOF COMPLETE’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘ROOF BOARDS’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘ROOF COMPLETE’.
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘SIDE BOARDS’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 87

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘END BRAKE COCK’.
26.09.1991 Repair ‘HANDRAILS’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘FLOOR BOARDS’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRANCH PIPE’.
15.10.1991 Repair ‘END HOSE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘END BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 88

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.
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24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

14.06.1990 Repair ‘ROOF BOARDS’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘CARD OR CLIP HOLDER’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘DOOR COMPLETE’.
11.09.1990 Repair ‘END BOARDS’.
08.03.1991 Repair ‘END BOARDS’.
08.03.1991 Repair ‘FLOOR COMPLETE’.
08.03.1991 Repair ‘ROOF COMPLETE’.
08.03.1991 Repair ‘SIDE BOARDS’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘END BOARDS’.
12.03.1991 Repair ‘ROOF COMPLETE’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BRANCH PIPE’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘ROOF SHEET’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 89

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.07.1990 Repair ‘SIDE BOARDS’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘FLOOR BOARDS’.
02.04.1991 Repair ‘ROOF BOARDS’.
02.04.1991 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 90

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘ROOF SHEET’.
03.07.1990 Repair ‘ROOF SHEET’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘VEHICLE STENCILS’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 90 T’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘END BOARDS’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 90 T’
28.09.1990 Repair ‘SIDE BOARDS’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACRF 90 T’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 90 T’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘ROOF COMPLETE’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘SIDE MEMBER’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘END BRAKE COCK’.
11.06.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 92

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 94

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRANCH PIPE’.
26.06.1990 Repair ‘END BOARDS’.
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26.06.1990 Repair ‘ROOF COMPLETE’.
26.06.1990 Repair ‘SIDE BOARDS’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRANCH PIPE’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘END BRAKE COCK’.
14.05.1992 Repair ‘END HOSE’.
14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 95

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACRF 95 S’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘DOOR COMPLETE’.
22.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Repair ‘TRAIN PIPE (END)’.
22.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 95 S’
12.03.1990 Repair ‘ROOF BOARDS’.
12.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 95 S’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 95 S’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘SIDE BOARDS’.
06.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 95 S’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACRF 95 S’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘FLOOR COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 96

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘VEHICLE COMPLETE’.
01.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘SIDE BOARDS’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘FLOOR BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 97

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

25.09.1990 Repair ‘END HOSE’.
04.03.1991 Repair ‘DOOR COMPLETE’.
04.03.1991 Repair ‘FLOOR COMPLETE’.
04.03.1991 Repair ‘SIDE BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 98

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘BRANCH PIPE’.
18.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘END BRAKE COCK’.
14.05.1992 Repair ‘END HOSE’.
14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 99

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Repair ‘BRANCH PIPE’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘STEP’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘ROOF BOARDS’.
27.09.1990 Repair ‘ROOF BOARDS’.
31.01.1991 Repair ‘ROOF BOARDS’.
31.01.1991 Repair ‘SIDE BOARDS’.
31.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘FLOOR BOARDS’.
04.02.1991 Repair ‘ROOF BOARDS’.
17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 100

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 100 A’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 100 A’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘FLOOR COMPLETE’.
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05.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.07.1990 Repair ‘VEHICLE STENCILS’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 100 A’
30.07.1990 Repair ‘END BOARDS’.
30.07.1990 Repair ‘SIDE BOARDS’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 100 A’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 100 A’
14.04.1993 Repair ‘FLOOR BOARDS’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘END BOARDS’.
16.09.1993 Repair ‘END BOARDS’.
16.09.1993 Repair ‘FLOOR BOARDS’.
16.09.1993 Repair ‘FLOOR BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 104

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.08.1989 Repair ‘VEHICLE COMPLETE’.
01.09.1989 Repair ‘DOOR COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘END BOARDS’.
12.09.1990 Repair ‘FLOOR BOARDS’.
06.03.1991 Repair ‘BODY COMPLETE’.
06.03.1991 Repair ‘SIDE BOARDS’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.03.1991 Repair ‘FLOOR COMPLETE’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘ROOF BOARDS’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘ROOF COMPLETE’.
17.10.1991 Repair ‘SIDE BOARDS’.
27.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘FLOOR BOARDS’.
01.07.1993 Repair ‘ROOF COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 106

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Repair ‘CARD OR CLIP HOLDER’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘SIDE BOARDS’.
15.08.1990 Repair ‘STEP’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘SIDE BOARDS’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘STEP’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 109

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.11.1989 Repair ‘VEHICLE STENCILS’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
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16.01.1990 Repair ‘SIDE BOARDS’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘END HOSE’.
04.10.1990 Repair ‘STEP’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘FLOOR BOARDS’.
23.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Repair ‘SIDE BOARDS’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘SIDE BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 111

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘DOOR OPENING MECHANISM’.
02.08.1989 Repair ‘DOOR ROLLER’.
25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘BRAKE BLOCK RB95’.
25.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘ISOLATING COCK’.
25.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘BRAKE CONTROL PIPE’.
06.11.1990 Repair ‘BRANCH PIPE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 113

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

675



2. TIMS GROUP INFORMATION - WAGONS

04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACAF 113 H’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘TRAIN PIPE (END)’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 114

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 114 V’
10.07.1989 Repair ‘VEHICLE COMPLETE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 114 V’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BOLSTER’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 114 V’
01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘WHEEL SET’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 114 V’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘BRANCH PIPE’.
19.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1990 Repair ‘COUPLER COMPLETE’.
19.07.1990 Repair ‘SIDE BEARER’.
19.07.1990 Repair ‘TOP CENTRE PLATE’.
19.07.1990 Repair ‘YOKE COMPLETE’.
19.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 114 V’
01.08.1990 Repair ‘END BOARDS’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 114 V’
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18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’
CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 114 V’
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 115

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BEARINGS’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘END BOARDS’.
10.09.1990 Repair ‘FLOOR BOARDS’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE COMPLETE’.
14.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BRANCH PIPE’.
28.05.1991 Repair ‘SIDE BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 116

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Repair ‘DOOR COMPLETE’.
24.01.1991 Repair ‘END BOARDS’.
24.01.1991 Repair ‘SIDE BOARDS’.
19.03.1991 Repair ‘END BOARDS’.
19.03.1991 Repair ‘FLOOR COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘BRANCH PIPE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
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03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE PULL ROD’.
03.03.1992 Repair ‘BRANCH PIPE’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 117

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 117 E’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BEARERS’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘BRAKE PULL ROD’.
29.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘SIDE BEARER’.
29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1989 Repair ‘VEHICLE RECLASSIFY’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 117 E’
20.11.1989 Repair ‘END BOARDS’.
20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 117 E’
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 117 E’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE PULL ROD’.
08.05.1992 Repair ‘BRANCH PIPE’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 117 E’
20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 117 E’
30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 118

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRANCH PIPE’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 118 L’
14.02.1990 Repair ‘END BOARDS’.
14.02.1990 Repair ‘FLOOR BOARDS’.
14.02.1990 Repair ‘SIDE BOARDS’.
14.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACRF 118 L’
31.07.1990 Repair ‘SIDE MEMBER’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 118 L’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘SIDE BOARDS’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACRF 118 L’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘END BOARDS’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 118 L’
18.03.1992 Alteration complete ‘REMOVE ‘R’ PLATES FROM SIDES OF 21 NO. ‘ACRF’

CATTLE VANS AND RECLASSIFY TO ‘ACAF‘. ACRF
4,13,21,28,32,40,43,47,50,51,57,60,61,62,77,83,90,95,100,114,118. (RS4683)’. New
class: ‘ACAF’.

22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACRF 118 L’
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘END BOARDS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 120

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACAF 123

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

07.07.1989 Repair ‘SIDE BOARDS’.
12.07.1989 Repair ‘END HOSE’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Repair ‘BRANCH PIPE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 125

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 128

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 129

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

23.08.1989 Repair ‘VEHICLE RECLASSIFY’.
23.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 129 H’
03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 130

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘DOOR COVERING’.
20.10.1989 Repair ‘DOOR FRAME’.

680



2.17. Wagon classification starting with ‘ACA’

20.10.1989 Repair ‘DOOR LOCK MECHANISM’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 133

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 140

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 145

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
22.11.1989 Repair ‘ROOF COMPLETE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘ROOF COMPLETE’.
08.01.1990 Repair ‘ROOF MEMBER’.
30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 146

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 6019

04.03.1988 Alteration complete ‘RECLASSIFY ACAA TO ACAF -RETAIN ORIGINAL
WAGON NOS.6019,6120,6195. (RS4267)’. New class: ‘ACAF’.

21.07.1989 Repair ‘DOOR COMPLETE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘BRANCH PIPE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 6120

04.03.1988 Alteration complete ‘RECLASSIFY ACAA TO ACAF -RETAIN ORIGINAL
WAGON NOS.6019,6120,6195. (RS4267)’. New class: ‘ACAF’.

11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘SIDE BOARDS’.
18.03.1991 Repair ‘END BOARDS’.
18.03.1991 Repair ‘FLOOR COMPLETE’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘SIDE BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAF 6195

27.04.1988 Reclassified from wagon ‘ACAF 6195 K’ to ’ wagon ‘ACRF 6195 P’.

ACAY 1

17.12.1987 Reclassified from wagon ‘ACAY 1 E’ to ’ wagon ‘ACRF 1 C’.

ACAY 2

Details: wagon ‘ACAY 2 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB S-1
Date Built: 16.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAF;STORED 05.09.94
BSG Code: FSCX

Capacity of 18 cattle
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Fleet Grp Code: AG UF UZ CZ
Due Triple Valve: 10.07.1991
Last Brake Cylinder: 10.07.1990
Last Lift: 24.09.1988

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BEARERS’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1990 Repair ‘STEP’.
10.07.1990 Repair ‘VEHICLE RECLASSIFY’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAF 2 G’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE BEARERS’.
08.10.1991 Repair ‘SIDE BEARER’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘. (NRC001)’. New

class: ‘RSAY’.

ACAY 3

21.02.1989 Reclassified from wagon ‘ACAY 3 W’ to ’ wagon ‘ACAF 3 P’.

ACAY 5

03.12.1987 Reclassified from wagon ‘ACAY 5 R’ to ’ wagon ‘ACAF 5 K’.

ACAY 6

21.06.1989 Reclassified from wagon ‘ACAY 6 D’ to ’ wagon ‘ACAF 6 T’.

ACAY 7

12.04.1988 Reclassified from wagon ‘ACAY 7 M’ to ’ wagon ‘ACRF 7 K’.

ACAY 8

21.02.1989 Reclassified from wagon ‘ACAY 8 V’ to ’ wagon ‘ACAF 8 Y’.

ACAY 9

13.05.1988 Reclassified from wagon ‘ACAY 9 H’ to ’ wagon ‘ACAF 9 A’.
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ACAY 10

14.02.1989 Reclassified from wagon ‘ACAY 10 D’ to ’ wagon ‘ACAF 10 T’.

ACAY 11

11.08.1994 Reclassified from wagon ‘ACAY 11 M’ to ’ wagon ‘RSAY 11 P’.

ACAY 12

21.02.1989 Reclassified from wagon ‘ACAY 12 V’ to ’ wagon ‘ACAF 12 Y’.

ACAY 14

20.04.1988 Reclassified from wagon ‘ACAY 14 Q’ to ’ wagon ‘ACRF 14 Y’.

ACAY 15

12.01.1989 Reclassified from wagon ‘ACAY 15 C’ to ’ wagon ‘ACAF 15 S’.

ACAY 16

01.03.1988 Reclassified from wagon ‘ACAY 16 L’ to ’ wagon ‘ACRF 16 J’.

ACAY 17

21.02.1989 Reclassified from wagon ‘ACAY 17 U’ to ’ wagon ‘ACAF 17 N’.

ACAY 18

01.03.1988 Reclassified from wagon ‘ACAY 18 G’ to ’ wagon ‘ACRF 18 E’.

ACAY 19

21.02.1989 Reclassified from wagon ‘ACAY 19 P’ to ’ wagon ‘ACAF 19 X’.

ACAY 20

21.12.1988 Reclassified from wagon ‘ACAY 20 L’ to ’ wagon ‘ACAF 20 E’.

ACAY 22

21.12.1988 Reclassified from wagon ‘ACAY 22 G’ to ’ wagon ‘ACAF 22 W’.

ACAY 23

21.02.1989 Reclassified from wagon ‘ACAY 23 P’ to ’ wagon ‘ACAF 23 X’.

ACAY 24

27.10.1988 Reclassified from wagon ‘ACAY 24 B’ to ’ wagon ‘ACAF 24 R’.
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ACAY 25

Details: wagon ‘ACAY 25 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB S-1
Date Built: 23.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAF;STORED 05.09.94
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CZ
Due Triple Valve: 03.07.1991
Last Brake Cylinder: 03.07.1990
Last Single Car Test: 06.12.1990
Last Lift: 05.09.1979

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘STEP’.
03.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1990 Repair ‘WHEEL SET’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAF 25 D’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BEARERS’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘ROOF MEMBER’.
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04.12.1990 Repair ‘SIDE BEARER’.
04.12.1990 Repair ‘SIDE BEARER’.
04.12.1990 Repair ‘SIDE MEMBER’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Repair ‘VEHICLE RECLASSIFY’.
04.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAF 25 D’
12.04.1991 Repair ‘SIDE BOARDS’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAF 25 D’
10.05.1991 Repair ‘END BOARDS’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRAKE PULL ROD’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘FLOOR BOARDS’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘. (NRC001)’. New

class: ‘RSAY’.

ACAY 26

21.12.1988 Reclassified from wagon ‘ACAY 26 T’ to ’ wagon ‘ACAF 26 M’.

ACAY 27

11.07.1989 Reclassified from wagon ‘ACAY 27 F’ to ’ wagon ‘ACAF 27 V’.

ACAY 29

12.01.1989 Reclassified from wagon ‘ACAY 29 A’ to ’ wagon ‘ACAF 29 Q’.

ACAY 30

17.12.1987 Reclassified from wagon ‘ACAY 30 T’ to ’ wagon ‘ACRF 30 R’.

ACAY 33

21.02.1989 Reclassified from wagon ‘ACAY 33 A’ to ’ wagon ‘ACAF 33 Q’.

ACAY 34

12.01.1989 Reclassified from wagon ‘ACAY 34 J’ to ’ wagon ‘ACAF 34 C’.

ACAY 35

31.08.1988 Reclassified from wagon ‘ACAY 35 S’ to ’ wagon ‘ACAF 35 L’.

ACAY 36

21.02.1989 Reclassified from wagon ‘ACAY 36 E’ to ’ wagon ‘ACAF 36 U’.
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ACAY 37

28.05.1994 Reclassified from wagon ‘ACAY 37 N’ to ’ wagon ‘RSAY 37 Q’.

ACAY 38

21.02.1989 Reclassified from wagon ‘ACAY 38 W’ to ’ wagon ‘ACAF 38 P’.

ACAY 39

26.05.1989 Reclassified from wagon ‘ACAY 39 X’ to ’ wagon ‘ACAF 39 B’.

ACAY 41

16.09.1987 Reclassified from wagon ‘ACAY 41 N’ to ’ wagon ‘ACAF 41 G’.

ACAY 42

19.12.1988 Reclassified from wagon ‘ACAY 42 W’ to ’ wagon ‘ACAF 42 P’.

ACAY 44

21.02.1989 Reclassified from wagon ‘ACAY 44 R’ to ’ wagon ‘ACAF 44 K’.

ACAY 45

18.05.1989 Reclassified from wagon ‘ACAY 45 D’ to ’ wagon ‘ACAF 45 T’.

ACAY 46

21.02.1989 Reclassified from wagon ‘ACAY 46 M’ to ’ wagon ‘ACAF 46 F’.

ACAY 48

01.03.1988 Reclassified from wagon ‘ACAY 48 H’ to ’ wagon ‘ACRF 48 F’.

ACAY 49

01.03.1988 Reclassified from wagon ‘ACAY 49 Q’ to ’ wagon ‘ACRF 49 Y’.

ACAY 52

21.02.1989 Reclassified from wagon ‘ACAY 52 H’ to ’ wagon ‘ACAF 52 A’.

ACAY 53

21.12.1988 Reclassified from wagon ‘ACAY 53 Q’ to ’ wagon ‘ACAF 53 J’.

ACAY 54

04.12.1987 Reclassified from wagon ‘ACAY 54 C’ to ’ wagon ‘ACAF 54 S’.

687



2. TIMS GROUP INFORMATION - WAGONS

ACAY 55

28.10.1988 Reclassified from wagon ‘ACAY 55 L’ to ’ wagon ‘ACAF 55 E’.

ACAY 56

27.10.1988 Reclassified from wagon ‘ACAY 56 U’ to ’ wagon ‘ACAF 56 N’.

ACAY 58

11.08.1994 Reclassified from wagon ‘ACAY 58 P’ to ’ wagon ‘RSAY 58 S’.

ACAY 59

19.05.1994 Reclassified from wagon ‘ACAY 59 B’ to ’ wagon ‘RSAY 59 E’.

ACAY 63

17.05.1989 Reclassified from wagon ‘ACAY 63 B’ to ’ wagon ‘ACAF 63 R’.

ACAY 64

25.05.1994 Reclassified from wagon ‘ACAY 64 K’ to ’ wagon ‘RSAY 64 N’.

ACAY 65

21.03.1988 Reclassified from wagon ‘ACAY 65 T’ to ’ wagon ‘ACAF 65 M’.

ACAY 66

21.02.1989 Reclassified from wagon ‘ACAY 66 F’ to ’ wagon ‘ACAF 66 V’.

ACAY 67

30.03.1988 Reclassified from wagon ‘ACAY 67 Y’ to ’ wagon ‘ACRF 67 M’.

ACAY 70

11.08.1994 Reclassified from wagon ‘ACAY 70 F’ to ’ wagon ‘RSAY 70 X’.

ACAY 72

01.03.1988 Reclassified from wagon ‘ACAY 72 A’ to ’ wagon ‘ACRF 72 V’.

ACAY 73

03.12.1987 Reclassified from wagon ‘ACAY 73 J’ to ’ wagon ‘ACAF 73 C’.

ACAY 74

11.12.1991 Reclassified from wagon ‘ACAY 74 S’ to ’ wagon ‘ACAF 74 L’.
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ACAY 78

25.05.1994 Reclassified from wagon ‘ACAY 78 X’ to ’ wagon ‘RSAY 78 L’.

ACAY 80

01.07.1988 Reclassified from wagon ‘ACAY 80 N’ to ’ wagon ‘ACAF 80 G’.

ACAY 81

20.11.1987 Reclassified from wagon ‘ACAY 81 W’ to ’ wagon ‘ACAF 81 P’.

ACAY 82

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BEARERS’.
30.10.1989 Repair ‘BOGIE COMPLETE’.
30.10.1989 Repair ‘DOOR LOCK MECHANISM’.
30.10.1989 Repair ‘VEHICLE RECLASSIFY’.
30.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAF 82 B’
30.01.1991 Repair ‘END BOARDS’.
30.01.1991 Repair ‘SIDE BOARDS’.
12.04.1991 Repair ‘FLOOR BOARDS’.
10.05.1991 Repair ‘DOOR COMPLETE’.
20.11.1991 Reclassified from wagon ‘ACAY 82 X’ to ’ wagon ‘ACAF 82 B’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.

ACAY 84

17.12.1987 Reclassified from wagon ‘ACAY 84 D’ to ’ wagon ‘ACRF 84 B’.

ACAY 85

Details: wagon ‘ACAY 85 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB S-1
Date Built: 01.06.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAF;STORED 05.09.94
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CZ
Due Triple Valve: 03.07.1991
Last Brake Cylinder: 03.07.1990
Last Single Car Test: 01.12.1989
Last Lift: 05.09.1986

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

23.11.1989 Repair ‘VEHICLE COMPLETE’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAF 85 F’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE BEARERS’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1989 Repair ‘END HOSE’.
27.11.1989 Repair ‘SIDE BEARER’.
27.11.1989 Repair ‘SIDE BOARDS’.
27.11.1989 Repair ‘TRAIN PIPE (END)’.
27.11.1989 Repair ‘VEHICLE RECLASSIFY’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAF 85 F’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘FLOOR BOARDS’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1990 Repair ‘SIDE SHEET’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BRANCH PIPE’.
01.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
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01.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘END BOARDS’.
07.08.1992 Repair ‘SIDE BOARDS’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘. (NRC001)’. New

class: ‘RSAY’.

ACAY 86

21.03.1988 Reclassified from wagon ‘ACAY 86 V’ to ’ wagon ‘ACAF 86 Y’.

ACAY 89

13.11.1987 Reclassified from wagon ‘ACAY 89 C’ to ’ wagon ‘ACAF 89 S’.

ACAY 91

13.06.1994 Reclassified from wagon ‘ACAY 91 H’ to ’ wagon ‘RSAY 91 K’.

ACAY 92

21.06.1989 Reclassified from wagon ‘ACAY 92 Q’ to ’ wagon ‘ACAF 92 J’.

ACAY 93

30.12.1987 Reclassified from wagon ‘ACAY 93 C’ to ’ wagon ‘ A’.

ACAY 96

13.10.1988 Reclassified from wagon ‘ACAY 96 G’ to ’ wagon ‘ACAF 96 W’.

ACAY 97

28.05.1989 Reclassified from wagon ‘ACAY 97 P’ to ’ wagon ‘ACAF 97 X’.

ACAY 99

22.06.1987 Reclassified from wagon ‘ACAY 99 K’ to ’ wagon ‘ACAF 99 D’.

ACAY 101

01.03.1988 Reclassified from wagon ‘ACAY 101 L’ to ’ wagon ‘ACRF 101 J’.

ACAY 102

01.03.1988 Reclassified from wagon ‘ACAY 102 U’ to ’ wagon ‘ACRF 102 S’.

ACAY 103

01.03.1988 Reclassified from wagon ‘ACAY 103 G’ to ’ wagon ‘ACRF 103 E’.
13.05.1994 Reclassified from wagon ‘ACAY 103 G’ to ’ wagon ‘RSAY 103 J’.
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ACAY 104

04.12.1987 Reclassified from wagon ‘ACAY 104 P’ to ’ wagon ‘ACAF 104 X’.

ACAY 105

17.08.1994 Reclassified from wagon ‘ACAY 105 B’ to ’ wagon ‘RSAY 105 E’.

ACAY 107

17.12.1987 Reclassified from wagon ‘ACAY 107 T’ to ’ wagon ‘ACRF 107 R’.

ACAY 108

11.08.1994 Reclassified from wagon ‘ACAY 108 F’ to ’ wagon ‘RSAY 108 X’.

ACAY 110

01.03.1988 Reclassified from wagon ‘ACAY 110 K’ to ’ wagon ‘ACRF 110 X’.

ACAY 112

06.04.1988 Reclassified from wagon ‘ACAY 112 F’ to ’ wagon ‘ACRF 112 D’.

ACAY 115

22.06.1989 Reclassified from wagon ‘ACAY 115 J’ to ’ wagon ‘ACAF 115 C’.

ACAY 117

20.05.1992 Reclassified from wagon ‘ACAY 117 E’ to ’ wagon ‘ACAF 117 U’.

ACAY 120

31.10.1988 Reclassified from wagon ‘ACAY 120 S’ to ’ wagon ‘ACAF 120 L’.

ACAY 123

17.03.1989 Reclassified from wagon ‘ACAY 123 W’ to ’ wagon ‘ACAF 123 P’.

ACAY 125

02.09.1988 Reclassified from wagon ‘ACAY 125 R’ to ’ wagon ‘ACAF 125 K’.

ACAY 128

20.04.1989 Reclassified from wagon ‘ACAY 128 V’ to ’ wagon ‘ACAF 128 Y’.

ACAY 129

23.08.1989 Reclassified from wagon ‘ACAY 129 H’ to ’ wagon ‘ACAF 129 A’.
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ACAY 130

27.10.1988 Reclassified from wagon ‘ACAY 130 D’ to ’ wagon ‘ACAF 130 T’.

ACAY 133

03.08.1988 Reclassified from wagon ‘ACAY 133 H’ to ’ wagon ‘ACAF 133 A’.

ACAY 136

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE SPRING’.
16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ACAY 140

20.04.1989 Reclassified from wagon ‘ACAY 140 L’ to ’ wagon ‘ACAF 140 E’.

ACAY 142

23.12.1986 Reclassified from wagon ‘ACAY 142 G’ to ’ wagon ‘ACAA 6017 G’.

ACAY 145

09.03.1989 Reclassified from wagon ‘ACAY 145 K’ to ’ wagon ‘ACAF 145 D’.

ACAY 146

27.10.1988 Reclassified from wagon ‘ACAY 146 T’ to ’ wagon ‘ACAF 146 M’.

2.18 Wagon classification starting with ‘ACC’

ACC 10

Details: wagon ‘ACC 10 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 12.2m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11650
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB V-1
Date Built: 01.01.1970
Operating System: AN
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Intended Use: GENERAL
Remarks: ACCIDENT VAN NO. 10
BSG Code: DSLZ

Capacity of 40.7 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 26.11.1989

26.11.1989 Repair ‘VEHICLE COMPLETE’.

ACC 8213

01.12.1987 Reclassified from wagon ‘ACC 8213 V’ to ’ wagon ‘AZFA 8213 L’.

2.19 Wagon classification starting with ‘ACD’

ACDF 1563

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACDY TO ACDF - REFER RS4231
(RS3005)’. New class: ‘ACDF’.

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘BRAKE PULL ROD’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘VEHICLE STENCILS’.
24.10.1989 Repair ‘VEHICLE COMPLETE’.
08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACDF 1577

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACDY TO ACDF - REFER RS4231
(RS3005)’. New class: ‘ACDF’.

ACDF 1586

14.01.1988 Alteration complete ‘RECLASSIFY ACDY TO ACDF - REFER RS4231
(RS3005)’. New class: ‘ACDF’.

08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACDF 1587

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACDY TO ACDF - REFER RS4231
(RS3005)’. New class: ‘ACDF’.

06.02.1990 Repair ‘VEHICLE SOLD’.

ACDY 1563

12.05.1988 Reclassified from wagon ‘ACDY 1563 F’ to ’ wagon ‘ACDF 1563 V’.

ACDY 1577

25.05.1988 Reclassified from wagon ‘ACDY 1577 D’ to ’ wagon ‘ACDF 1577 T’.

ACDY 1586

12.11.1988 Reclassified from wagon ‘ACDY 1586 C’ to ’ wagon ‘ACDF 1586 S’.
12.11.1988 Reclassified from wagon ‘ACDY 1586 C’ to ’ wagon ‘ATMF 1586 K’.

ACDY 1587

03.12.1987 Reclassified from wagon ‘ACDY 1587 L’ to ’ wagon ‘ACDF 1587 E’.

2.20 Wagon classification starting with ‘ACE’

ACEF 740

20.10.1989 Reclassified from wagon ‘ACEF 740 M’ to ’ wagon ‘ACEY 740 T’.

ACEF 753

20.02.1990 Reclassified from wagon ‘ACEF 753 B’ to ’ wagon ‘ACEY 753 X’.

ACEF 758

14.02.1991 Reclassified from wagon ‘ACEF 758 A’ to ’ wagon ‘ACEY 758 H’.

ACEF 773

16.02.1990 Reclassified from wagon ‘ACEF 773 R’ to ’ wagon ‘ACEY 773 B’.

ACEY 740

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.
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21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEF 740 M’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘FLOOR COMPLETE’.
20.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1989 Repair ‘SIDE BEARER’.
20.10.1989 Repair ‘VEHICLE RECLASSIFY’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEF 740 M’
13.02.1990 Repair ‘END BOARDS’.
13.02.1990 Repair ‘FLOOR BOARDS’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘FLOOR COMPLETE’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRANCH PIPE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘FLOOR COMPLETE’.
19.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1990 Repair ‘VEHICLE STENCILS’.
08.02.1991 Repair ‘SIDE COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘FLOOR BOARDS’.
10.12.1991 Repair ‘SIDE BOARDS’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ACEY 741

18.05.1994 Reclassified from wagon ‘ACEY 741 F’ to ’ wagon ‘RSEY 741 X’.

ACEY 743

25.05.1994 Reclassified from wagon ‘ACEY 743 A’ to ’ wagon ‘RSEY 743 D’.

ACEY 748

17.08.1994 Reclassified from wagon ‘ACEY 748 W’ to ’ wagon ‘RSEY 748 C’.
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ACEY 749

28.05.1994 Reclassified from wagon ‘ACEY 749 X’ to ’ wagon ‘RSEY 749 L’.

ACEY 750

28.05.1994 Reclassified from wagon ‘ACEY 750 E’ to ’ wagon ‘RSEY 750 H’.

ACEY 751

17.08.1994 Reclassified from wagon ‘ACEY 751 N’ to ’ wagon ‘RSEY 751 Q’.

ACEY 752

27.05.1994 Reclassified from wagon ‘ACEY 752 W’ to ’ wagon ‘RSEY 752 C’.

ACEY 753

Details: wagon ‘ACEY 753 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 237
Date Built: 28.01.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEF
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF CM CN CL CD
Return to Service Date: 18.01.1994
Last Brake Cylinder: 20.02.1990
Last Single Car Test: 18.01.1994
Last Lift: 22.09.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.
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21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BEARERS’.
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘SIDE BEARER’.
20.02.1990 Repair ‘VEHICLE RECLASSIFY’.
20.02.1990 Repair ‘VEHICLE RENUMBERED’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEF 753 B’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
13.07.1990 Repair ‘FLOOR BOARDS’.
13.07.1990 Repair ‘SIDE BOARDS’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Repair ‘FLOOR BOARDS’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BRAKE BLOCK RB95’.
20.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘FLOOR BOARDS’.
30.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘FLOOR BOARDS’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘DOOR COMPLETE’.
18.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘. (NRC002)’. New

class: ‘RSEY’.

ACEY 754

14.08.1994 Reclassified from wagon ‘ACEY 754 R’ to ’ wagon ‘RSEY 754 U’.

ACEY 755

17.08.1994 Reclassified from wagon ‘ACEY 755 D’ to ’ wagon ‘RSEY 755 G’.
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ACEY 756

17.08.1994 Reclassified from wagon ‘ACEY 756 M’ to ’ wagon ‘RSEY 756 P’.

ACEY 757

30.05.1994 Reclassified from wagon ‘ACEY 757 V’ to ’ wagon ‘RSEY 757 B’.

ACEY 758

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1990 Repair ‘TRAIN PIPE (END)’.
31.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEF 758 A’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Repair ‘TRAIN PIPE’.
15.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEF 758 A’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BEARERS’.
14.02.1991 Repair ‘BOGIE BOLSTER’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1991 Repair ‘SIDE BEARER’.
14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACEF 758 A’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘FLOOR BOARDS’.
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
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23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘FLOOR BOARDS’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘FLOOR BOARDS’.
05.05.1993 Repair ‘FLOOR BOARDS’.
14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ACEY 761

28.05.1994 Reclassified from wagon ‘ACEY 761 V’ to ’ wagon ‘RSEY 761 B’.

ACEY 763

11.08.1994 Reclassified from wagon ‘ACEY 763 Q’ to ’ wagon ‘RSEY 763 T’.

ACEY 764

03.02.1995 Reclassified from wagon ‘ACEY 764 C’ to ’ wagon ‘RSEY 764 F’.

ACEY 767

17.08.1994 Reclassified from wagon ‘ACEY 767 G’ to ’ wagon ‘RSEY 767 J’.

ACEY 773

Details: wagon ‘ACEY 773 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 237
Date Built: 10.04.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEF;STORED 05.09.94
BSG Code: FSCX

Capacity of 36 cattle
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2.20. Wagon classification starting with ‘ACE’

Fleet Grp Code: AG WK CZ
Due Triple Valve: 01.06.1988
Last Brake Cylinder: 26.10.1989
Last Single Car Test: 15.10.1991
Last Lift: 25.06.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE PULL ROD’.
31.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEF 773 R’
25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEF 773 R’
16.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEF 773 R’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘FLOOR COMPLETE’.
27.11.1990 Repair ‘TRAIN PIPE (END)’.
10.05.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1991 Repair ‘DOOR COMPLETE’.
10.10.1991 Repair ‘DOOR HINGES AND PINS’.
10.10.1991 Repair ‘DOOR LOCK MECHANISM’.
10.10.1991 Repair ‘END BOARDS’.
10.10.1991 Repair ‘FLOOR BOARDS’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘. (NRC002)’. New

class: ‘RSEY’.

ACEY 774

17.08.1994 Reclassified from wagon ‘ACEY 774 K’ to ’ wagon ‘RSEY 774 N’.

ACEY 776

28.05.1994 Reclassified from wagon ‘ACEY 776 F’ to ’ wagon ‘RSEY 776 X’.

ACEY 781

11.08.1994 Reclassified from wagon ‘ACEY 781 Y’ to ’ wagon ‘RSEY 781 R’.

701



2. TIMS GROUP INFORMATION - WAGONS

2.21 Wagon classification starting with ‘ACF’

ACFF 15

07.05.1991 Reclassified from wagon ‘ACFF 15 K’ to ’ wagon ‘ACFY 15 R’.

ACFF 17

28.02.1991 Reclassified from wagon ‘ACFF 17 F’ to ’ wagon ‘ACFY 17 M’.

ACFF 21

30.07.1991 Reclassified from wagon ‘ACFF 21 F’ to ’ wagon ‘ACFY 21 M’.

ACFF 30

09.08.1991 Reclassified from wagon ‘ACFF 30 E’ to ’ wagon ‘ACFY 30 L’.

ACFF 31

11.07.1991 Reclassified from wagon ‘ACFF 31 N’ to ’ wagon ‘ACFY 31 U’.

ACFY 1

17.11.1994 Reclassified from wagon ‘ACFY 1 T’ to ’ wagon ‘RSFY 1 W’.

ACFY 2

11.05.1994 Reclassified from wagon ‘ACFY 2 F’ to ’ wagon ‘RSFY 2 X’.

ACFY 3

25.05.1994 Reclassified from wagon ‘ACFY 3 Y’ to ’ wagon ‘RSFY 3 R’.

ACFY 4

17.08.1994 Reclassified from wagon ‘ACFY 4 A’ to ’ wagon ‘RSFY 4 D’.

ACFY 5

20.12.1994 Reclassified from wagon ‘ACFY 5 J’ to ’ wagon ‘RSFY 5 M’.

ACFY 6

Details: wagon ‘ACFY 6 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
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2.21. Wagon classification starting with ‘ACF’

Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB S-5
Date Built: 14.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX SC
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG CM CN CL CE
Return to Service Date: 31.03.1980

14.01.1988 Alteration ‘RECLASSIFY ACFY TO ACFF - REFER RS4231 (RS3007)’. New
class: ‘ACFF’.

06.04.1994 Alteration ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘. (NRC003)’. New
class: ‘RSFY’.

ACFY 7

25.05.1994 Reclassified from wagon ‘ACFY 7 E’ to ’ wagon ‘RSFY 7 H’.

ACFY 9

28.05.1994 Reclassified from wagon ‘ACFY 9 W’ to ’ wagon ‘RSFY 9 C’.

ACFY 10

17.08.1994 Reclassified from wagon ‘ACFY 10 S’ to ’ wagon ‘RSFY 10 V’.

ACFY 11

25.05.1994 Reclassified from wagon ‘ACFY 11 E’ to ’ wagon ‘RSFY 11 H’.

ACFY 12

18.05.1994 Reclassified from wagon ‘ACFY 12 N’ to ’ wagon ‘RSFY 12 Q’.

ACFY 13

30.04.1995 Reclassified from wagon ‘ACFY 13 W’ to ’ wagon ‘RSFY 13 C’.

ACFY 14

17.08.1994 Reclassified from wagon ‘ACFY 14 X’ to ’ wagon ‘RSFY 14 L’.
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ACFY 15

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 15 K’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BEARERS’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘VEHICLE RECLASSIFY’.
07.05.1991 Repair ‘YOKE COMPLETE’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 15 K’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRANCH PIPE’.
30.09.1993 Repair ‘DOOR COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘. (NRC003)’. New

class: ‘RSFY’.
19.06.1995 Reclassified from wagon ‘ACFY 15 R’ to ’ wagon ‘RSFY 15 U’.

ACFY 16

11.05.1994 Reclassified from wagon ‘ACFY 16 D’ to ’ wagon ‘RSFY 16 G’.

ACFY 17

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 17 F’
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 17 F’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BRAKE BLOCK RB95’.
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27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘GRADE CONTROL VALVE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACFF 17 F’
13.02.1990 Repair ‘END BOARDS’.
13.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 17 F’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFF 17 F’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘SIDE BEARER’.
28.02.1991 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Repair ‘VEHICLE RECLASSIFY’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 17 F’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1992 Repair ‘SIDE BOARDS’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘DOOR COMPLETE’.
08.10.1993 Repair ‘FLOOR BOARDS’.
08.10.1993 Repair ‘TRAIN PIPE (END)’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘. (NRC003)’. New

class: ‘RSFY’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1995 Reclassified from wagon ‘ACFY 17 M’ to ’ wagon ‘RSFY 17 P’.

ACFY 18

14.06.1994 Reclassified from wagon ‘ACFY 18 V’ to ’ wagon ‘RSFY 18 B’.

ACFY 19

25.07.1995 Reclassified from wagon ‘ACFY 19 H’ to ’ wagon ‘RSFY 19 K’.

ACFY 20

03.02.1995 Reclassified from wagon ‘ACFY 20 D’ to ’ wagon ‘RSFY 20 G’.
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ACFY 21

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

25.07.1989 Repair ‘END BOARDS’.
25.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 21 F’
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFF 21 F’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BEARERS’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘END BOARDS’.
23.05.1990 Repair ‘END HOSE’.
23.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 21 F’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

02.04.1991 Repair ‘END BOARDS’.
02.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 21 F’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 21 F’
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 21 F’
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 21 F’
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 21 F’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BEARERS’.
30.07.1991 Repair ‘BOGIE BEARERS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 21 F’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘END BOARDS’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘SIDE BOARDS’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘. (NRC003)’. New

class: ‘RSFY’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Reclassified from wagon ‘ACFY 21 M’ to ’ wagon ‘RSFY 21 P’.
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ACFY 22

25.05.1994 Reclassified from wagon ‘ACFY 22 V’ to ’ wagon ‘RSFY 22 B’.

ACFY 23

17.11.1994 Reclassified from wagon ‘ACFY 23 H’ to ’ wagon ‘RSFY 23 K’.

ACFY 24

17.11.1994 Reclassified from wagon ‘ACFY 24 Q’ to ’ wagon ‘RSFY 24 T’.

ACFY 25

11.08.1994 Reclassified from wagon ‘ACFY 25 C’ to ’ wagon ‘RSFY 25 F’.

ACFY 26

28.05.1994 Reclassified from wagon ‘ACFY 26 L’ to ’ wagon ‘RSFY 26 Y’.

ACFY 27

17.08.1994 Reclassified from wagon ‘ACFY 27 U’ to ’ wagon ‘RSFY 27 A’.

ACFY 28

17.08.1994 Reclassified from wagon ‘ACFY 28 G’ to ’ wagon ‘RSFY 28 J’.

ACFY 29

17.08.1994 Reclassified from wagon ‘ACFY 29 P’ to ’ wagon ‘RSFY 29 S’.

ACFY 30

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 30 E’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 30 E’
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFF 30 E’
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 30 E’
25.10.1989 Repair ‘VEHICLE COMPLETE’.
25.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 30 E’
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10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29
NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

04.07.1991 Repair ‘BRAKE LEVER’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘END BRAKE COCK’.
04.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 30 E’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRAKE PULL ROD’.
09.08.1991 Repair ‘END BOARDS’.
09.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Repair ‘SIDE BEARER’.
09.08.1991 Repair ‘STEP’.
09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFF 30 E’
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘ISOLATING COCK’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘WHEEL SET’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.04.1994 Alteration ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘. (NRC003)’. New

class: ‘RSFY’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1995 Reclassified from wagon ‘ACFY 30 L’ to ’ wagon ‘RSFY 30 Y’.

ACFY 31

Details: wagon ‘ACFY 31 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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2.21. Wagon classification starting with ‘ACF’

Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB S-5
Date Built: 01.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFF;STORED 05.09.94
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CZ
Return to Service Date: 28.01.1994
Due Triple Valve: 10.04.1988
Last Single Car Test: 27.06.1989

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘WHEEL SET’.
15.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 31 N’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BEARERS’.
28.03.1990 Repair ‘SIDE BEARER’.
28.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 31 N’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘TRAIN PIPE (END)’.
31.08.1990 Repair ‘TRAIN PIPE’.
31.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 31 N’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFF 31 N’
10.07.1991 Repair ‘VEHICLE STENCILS’.
10.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 31 N’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BEARERS’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘SIDE BEARER’.
11.07.1991 Repair ‘VEHICLE RECLASSIFY’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFF 31 N’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘END BOARDS’.
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28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.01.1994 Repair ‘TRAIN PIPE’.
06.04.1994 Alteration ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘. (NRC003)’. New

class: ‘RSFY’.

2.22 Wagon classification starting with ‘ACG’

ACGF 1

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Repair ‘END HOSE’.
11.10.1989 Repair ‘SIDE BOARDS’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 5

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

24.11.1989 Repair ‘STEP’.
13.02.1990 Repair ‘END BOARDS’.
13.02.1990 Repair ‘SIDE BOARDS’.
13.02.1990 Repair ‘SIDE BOARDS’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 6

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.22. Wagon classification starting with ‘ACG’

ACGF 8

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

27.06.1990 Repair ‘VEHICLE COMPLETE’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1990 Repair ‘VEHICLE STENCILS’.
05.07.1990 Repair ‘WHEEL SET’.
07.01.1991 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 10

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

ACGF 11

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE PULL ROD’.
28.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1990 Repair ‘TRAIN PIPE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘END HOSE’.
23.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 13

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 14

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.02.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGF 15

14.01.1988 Alteration complete ‘RECLASSIFY ACGY TO ACGF - REFER RS4231
(RS3008)’. New class: ‘ACGF’.

25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘GRADE CONTROL VALVE’.
25.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACGY 1

13.03.1989 Reclassified from wagon ‘ACGY 1 W’ to ’ wagon ‘ACGF 1 P’.

ACGY 3

25.05.1988 Reclassified from wagon ‘ACGY 3 R’ to ’ wagon ‘ACGF 3 K’.

ACGY 5

15.03.1989 Reclassified from wagon ‘ACGY 5 M’ to ’ wagon ‘ACGF 5 F’.

ACGY 6

03.08.1988 Reclassified from wagon ‘ACGY 6 V’ to ’ wagon ‘ACGF 6 Y’.
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2.23. Wagon classification starting with ‘ACH’

ACGY 8

25.05.1988 Reclassified from wagon ‘ACGY 8 Q’ to ’ wagon ‘ACGF 8 J’.

ACGY 10

12.05.1988 Reclassified from wagon ‘ACGY 10 V’ to ’ wagon ‘ACGF 10 Y’.

ACGY 11

24.05.1988 Reclassified from wagon ‘ACGY 11 H’ to ’ wagon ‘ACGF 11 A’.

ACGY 13

30.03.1988 Reclassified from wagon ‘ACGY 13 C’ to ’ wagon ‘ACGF 13 S’.

ACGY 14

03.12.1987 Reclassified from wagon ‘ACGY 14 L’ to ’ wagon ‘ACGF 14 E’.

ACGY 15

19.04.1989 Reclassified from wagon ‘ACGY 15 U’ to ’ wagon ‘ACGF 15 N’.

2.23 Wagon classification starting with ‘ACH’

ACHY 1738

13.05.1994 Reclassified from wagon ‘ACHY 1738 G’ to ’ wagon ‘RSHY 1738 J’.

ACHY 1739

11.05.1994 Reclassified from wagon ‘ACHY 1739 P’ to ’ wagon ‘RSHY 1739 S’.

ACHY 1740

25.05.1994 Reclassified from wagon ‘ACHY 1740 L’ to ’ wagon ‘RSHY 1740 Y’.

ACHY 1741

11.05.1994 Reclassified from wagon ‘ACHY 1741 U’ to ’ wagon ‘RSHY 1741 A’.

ACHY 1742

19.05.1994 Reclassified from wagon ‘ACHY 1742 G’ to ’ wagon ‘RSHY 1742 J’.

ACHY 1743

11.05.1994 Reclassified from wagon ‘ACHY 1743 P’ to ’ wagon ‘RSHY 1743 S’.
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ACHY 1744

19.05.1994 Reclassified from wagon ‘ACHY 1744 B’ to ’ wagon ‘RSHY 1744 E’.

ACHY 1745

11.05.1994 Reclassified from wagon ‘ACHY 1745 K’ to ’ wagon ‘RSHY 1745 N’.

ACHY 1746

20.05.1994 Reclassified from wagon ‘ACHY 1746 T’ to ’ wagon ‘RSHY 1746 W’.

ACHY 1747

11.05.1994 Reclassified from wagon ‘ACHY 1747 F’ to ’ wagon ‘RSHY 1747 X’.

ACHY 1748

17.08.1994 Reclassified from wagon ‘ACHY 1748 Y’ to ’ wagon ‘RSHY 1748 R’.

ACHY 1749

15.06.1994 Reclassified from wagon ‘ACHY 1749 A’ to ’ wagon ‘RSHY 1749 D’.

ACHY 3230

28.05.1994 Reclassified from wagon ‘ACHY 3230 D’ to ’ wagon ‘RSHY 3230 G’.

ACHY 3231

15.06.1994 Reclassified from wagon ‘ACHY 3231 M’ to ’ wagon ‘RSHY 3231 P’.

ACHY 3232

25.05.1994 Reclassified from wagon ‘ACHY 3232 V’ to ’ wagon ‘RSHY 3232 B’.

ACHY 3233

25.05.1994 Reclassified from wagon ‘ACHY 3233 H’ to ’ wagon ‘RSHY 3233 K’.

ACHY 3234

28.05.1994 Reclassified from wagon ‘ACHY 3234 Q’ to ’ wagon ‘RSHY 3234 T’.

ACHY 3235

25.05.1994 Reclassified from wagon ‘ACHY 3235 C’ to ’ wagon ‘RSHY 3235 F’.

ACHY 3236

28.05.1994 Reclassified from wagon ‘ACHY 3236 L’ to ’ wagon ‘RSHY 3236 Y’.
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ACHY 3237

15.06.1994 Reclassified from wagon ‘ACHY 3237 U’ to ’ wagon ‘RSHY 3237 A’.

ACHY 3238

25.05.1994 Reclassified from wagon ‘ACHY 3238 G’ to ’ wagon ‘RSHY 3238 J’.

2.24 Wagon classification starting with ‘ACR’

ACRF 1

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.08.1989 Repair ‘ROOF BOARDS’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘BRAKE BLOCK RB101’.
12.03.1990 Repair ‘ROOF BOARDS’.
31.07.1990 Repair ‘END BOARDS’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘END BOARDS’.
22.08.1990 Repair ‘SIDE BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 4

22.04.1992 Reclassified from wagon ‘ACRF 4 G’ to ’ wagon ‘ACAF 4 B’.

ACRF 7

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1989 Repair ‘END BOARDS’.
13.12.1989 Repair ‘FLOOR BOARDS’.
13.12.1989 Repair ‘ROOF BOARDS’.
12.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.06.1990 Repair ‘ROOF BOARDS’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘ROOF BOARDS’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘COUPLER COMPLETE’.
27.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1991 Repair ‘END BOARDS’.
06.03.1991 Repair ‘FLOOR COMPLETE’.
06.03.1991 Repair ‘ROOF COMPLETE’.
06.03.1991 Repair ‘SIDE BOARDS’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘FLOOR COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 13

22.04.1992 Reclassified from wagon ‘ACRF 13 F’ to ’ wagon ‘ACAF 13 A’.

ACRF 14

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘SIDE BOARDS’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACRF 16

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Repair ‘TOP CENTRE PLATE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 18

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘ROOF COMPLETE’.
29.06.1990 Repair ‘ROOF COMPLETE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 21

22.04.1992 Reclassified from wagon ‘ACRF 21 S’ to ’ wagon ‘ACAF 21 N’.

ACRF 28

22.04.1992 Reclassified from wagon ‘ACRF 28 M’ to ’ wagon ‘ACAF 28 H’.

ACRF 30

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.

717



2. TIMS GROUP INFORMATION - WAGONS

ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.11.1989 Repair ‘SIDE BOARDS’.
22.11.1989 Repair ‘BODY COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘FLOOR BOARDS’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1990 Repair ‘END BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 32

05.05.1992 Reclassified from wagon ‘ACRF 32 M’ to ’ wagon ‘ACAF 32 H’.

ACRF 40

22.04.1992 Reclassified from wagon ‘ACRF 40 C’ to ’ wagon ‘ACAF 40 U’.

ACRF 43

22.04.1992 Reclassified from wagon ‘ACRF 43 G’ to ’ wagon ‘ACAF 43 B’.

ACRF 47

22.04.1992 Reclassified from wagon ‘ACRF 47 T’ to ’ wagon ‘ACAF 47 Y’.

ACRF 48

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.11.1989 Repair ‘CARD OR CLIP HOLDER’.
23.11.1989 Repair ‘ROOF BOARDS’.
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13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘TRAIN PIPE (END)’.
21.12.1989 Repair ‘ROOF COMPLETE’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘HANDRAILS’.
09.01.1990 Repair ‘HANDRAILS END’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘ROOF MEMBER’.
22.01.1990 Repair ‘TRAIN PIPE (END)’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘ROOF MEMBER’.
14.02.1990 Repair ‘TRAIN PIPE (END)’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘ROOF MEMBER’.
23.07.1990 Repair ‘TRAIN PIPE’.
22.08.1990 Repair ‘END COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 49

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 50

22.04.1992 Reclassified from wagon ‘ACRF 50 K’ to ’ wagon ‘ACAF 50 F’.

ACRF 51

05.05.1992 Reclassified from wagon ‘ACRF 51 T’ to ’ wagon ‘ACAF 51 Y’.

719



2. TIMS GROUP INFORMATION - WAGONS

ACRF 57

22.04.1992 Reclassified from wagon ‘ACRF 57 E’ to ’ wagon ‘ACAF 57 W’.

ACRF 60

22.04.1992 Reclassified from wagon ‘ACRF 60 S’ to ’ wagon ‘ACAF 60 N’.

ACRF 61

22.04.1992 Reclassified from wagon ‘ACRF 61 E’ to ’ wagon ‘ACAF 61 W’.

ACRF 62

05.05.1992 Reclassified from wagon ‘ACRF 62 N’ to ’ wagon ‘ACAF 62 X’.

ACRF 67

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BRAKE CONTROL PIPE’.
10.09.1990 Repair ‘BRANCH PIPE’.
10.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘SIDE BOARDS’.
10.09.1990 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 72

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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12.03.1990 Repair ‘DOOR LOCK MECHANISM’.
15.06.1990 Repair ‘SIDE BOARDS’.
31.07.1990 Repair ‘SIDE BOARDS’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 77

27.04.1992 Reclassified from wagon ‘ACRF 77 U’ to ’ wagon ‘ACAF 77 P’.

ACRF 83

05.05.1992 Reclassified from wagon ‘ACRF 83 P’ to ’ wagon ‘ACAF 83 K’.

ACRF 84

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.07.1989 Repair ‘FLOOR COMPLETE’.
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘WEAR PLATES & SADDLES’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Repair ‘ROOF BOARDS’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 90

22.04.1992 Reclassified from wagon ‘ACRF 90 T’ to ’ wagon ‘ACAF 90 Y’.
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ACRF 93

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘DOOR LOCK MECHANISM’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 95

22.04.1992 Reclassified from wagon ‘ACRF 95 S’ to ’ wagon ‘ACAF 95 N’.

ACRF 100

22.04.1992 Reclassified from wagon ‘ACRF 100 A’ to ’ wagon ‘ACAF 100 S’.

ACRF 101

Details: wagon ‘ACRF 101 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB S-1
Date Built: 16.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: W/O 28.03.92
BSG Code: FSCX

Capacity of 40 cattle

Fleet Grp Code: AG WJ
Return to Service Date: 19.05.1992
Due Triple Valve: 29.06.1991
Last Single Car Test: 25.05.1992
Last Lift: 26.09.1986

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
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Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRANCH PIPE’.
01.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.02.1990 Repair ‘END BOARDS’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘HOSE FITTINGS’.

ACRF 102

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1989 Repair ‘DOOR LOCK MECHANISM’.
26.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1990 Repair ‘SIDE BOARDS’.
04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘ROOF BOARDS’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACRF 103

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.

ACRF 107

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.07.1989 Repair ‘ROOF BOARDS’.
01.02.1990 Repair ‘BRANCH PIPE’.
14.02.1990 Repair ‘ROOF BOARDS’.
14.02.1990 Repair ‘ROOF BOARDS’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘BODY COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘FLOOR BOARDS’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘ROOF COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ACRF 110

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.08.1989 Repair ‘FLOOR BOARDS’.
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 112

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1990 Repair ‘SIDE BEARER’.
09.01.1990 Repair ‘TOP CENTRE PLATE’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ACRF 114

22.04.1992 Reclassified from wagon ‘ACRF 114 V’ to ’ wagon ‘ACAF 114 Q’.

ACRF 118

22.04.1992 Reclassified from wagon ‘ACRF 118 L’ to ’ wagon ‘ACAF 118 G’.

ACRF 6195

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.

725



2. TIMS GROUP INFORMATION - WAGONS

ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1989 Repair ‘WHEEL SET’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘TRAIN PIPE (END)’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Repair ‘SIDE BOARDS’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

2.25 Wagon classification starting with ‘AEN’

AENY 58

04.06.1994 Reclassified from wagon ‘AENY 58 M’ to ’ wagon ‘RENY 58 G’.

AENY 64

04.06.1994 Reclassified from wagon ‘AENY 64 H’ to ’ wagon ‘RENY 64 B’.

AENY 65

04.06.1994 Reclassified from wagon ‘AENY 65 Q’ to ’ wagon ‘RENY 65 K’.

AENY 66

13.05.1994 Reclassified from wagon ‘AENY 66 C’ to ’ wagon ‘RENY 66 T’.

AENY 67

04.06.1994 Reclassified from wagon ‘AENY 67 L’ to ’ wagon ‘RENY 67 F’.

AENY 68

04.06.1994 Reclassified from wagon ‘AENY 68 U’ to ’ wagon ‘RENY 68 Y’.

AENY 69

04.06.1994 Reclassified from wagon ‘AENY 69 G’ to ’ wagon ‘RENY 69 A’.

726



2.25. Wagon classification starting with ‘AEN’

AENY 71

25.07.1994 Reclassified from wagon ‘AENY 71 L’ to ’ wagon ‘RENY 71 F’.

AENY 74

04.06.1994 Reclassified from wagon ‘AENY 74 P’ to ’ wagon ‘RENY 74 J’.

AENY 100

27.05.1994 Reclassified from wagon ‘AENY 100 W’ to ’ wagon ‘RENY 100 Q’.

AENY 101

27.05.1994 Reclassified from wagon ‘AENY 101 X’ to ’ wagon ‘RENY 101 C’.

AENY 105

05.05.1994 Reclassified from wagon ‘AENY 105 V’ to ’ wagon ‘RENY 105 P’.

AENY 106

04.06.1994 Reclassified from wagon ‘AENY 106 H’ to ’ wagon ‘RENY 106 B’.

AENY 107

25.04.1994 Reclassified from wagon ‘AENY 107 Q’ to ’ wagon ‘RENY 107 K’.

AENY 109

11.05.1994 Reclassified from wagon ‘AENY 109 L’ to ’ wagon ‘RENY 109 F’.

AENY 114

25.04.1994 Reclassified from wagon ‘AENY 114 U’ to ’ wagon ‘RENY 114 Y’.

AENY 115

17.05.1994 Reclassified from wagon ‘AENY 115 G’ to ’ wagon ‘RENY 115 A’.

AENY 116

04.06.1994 Reclassified from wagon ‘AENY 116 P’ to ’ wagon ‘RENY 116 J’.

AENY 117

25.04.1994 Reclassified from wagon ‘AENY 117 B’ to ’ wagon ‘RENY 117 S’.

AENY 120

11.05.1994 Reclassified from wagon ‘AENY 120 P’ to ’ wagon ‘RENY 120 J’.
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AENY 121

04.06.1994 Reclassified from wagon ‘AENY 121 B’ to ’ wagon ‘RENY 121 S’.

AENY 126

17.05.1994 Reclassified from wagon ‘AENY 126 A’ to ’ wagon ‘RENY 126 R’.

AENY 129

05.05.1994 Reclassified from wagon ‘AENY 129 E’ to ’ wagon ‘RENY 129 V’.

AENY 136

04.06.1994 Reclassified from wagon ‘AENY 136 X’ to ’ wagon ‘RENY 136 C’.

AENY 146

25.04.1994 Reclassified from wagon ‘AENY 146 Q’ to ’ wagon ‘RENY 146 K’.

AENY 2293

18.05.1994 Reclassified from wagon ‘AENY 2293 C’ to ’ wagon ‘RENY 2293 T’.

AENY 2296

04.06.1994 Reclassified from wagon ‘AENY 2296 G’ to ’ wagon ‘RENY 2296 A’.

AENY 2299

20.05.1994 Reclassified from wagon ‘AENY 2299 K’ to ’ wagon ‘RENY 2299 E’.

AENY 3198

20.05.1994 Reclassified from wagon ‘AENY 3198 A’ to ’ wagon ‘RENY 3198 R’.

2.26 Wagon classification starting with ‘AEO’

AEOY 1609

25.11.1994 Reclassified from wagon ‘AEOY 1609 J’ to ’ wagon ‘REOY 1609 D’.

AEOY 1667

04.06.1994 Reclassified from wagon ‘AEOY 1667 Q’ to ’ wagon ‘REOY 1667 K’.

AEOY 1675

04.06.1994 Reclassified from wagon ‘AEOY 1675 G’ to ’ wagon ‘REOY 1675 A’.
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AEOY 1680

14.06.1994 Reclassified from wagon ‘AEOY 1680 P’ to ’ wagon ‘REOY 1680 J’.

AEOY 1681

25.11.1994 Reclassified from wagon ‘AEOY 1681 B’ to ’ wagon ‘REOY 1681 S’.

AEOY 1684

14.06.1994 Reclassified from wagon ‘AEOY 1684 F’ to ’ wagon ‘REOY 1684 W’.

AEOY 1780

16.12.1988 Reclassified from wagon ‘AEOY 1780 W’ to ’ wagon ‘AFOF 1780 R’.
08.07.1994 Reclassified from wagon ‘AEOY 1780 W’ to ’ wagon ‘REOY 1780 Q’.

2.27 Wagon classification starting with ‘AES’

AESY 1

19.04.1994 Reclassified from wagon ‘AESY 1 Q’ to ’ wagon ‘RESY 1 K’.

AESY 2

16.05.1994 Reclassified from wagon ‘AESY 2 C’ to ’ wagon ‘RESY 2 T’.

AESY 3

16.05.1994 Reclassified from wagon ‘AESY 3 L’ to ’ wagon ‘RESY 3 F’.

AESY 4

19.06.1994 Reclassified from wagon ‘AESY 4 U’ to ’ wagon ‘RESY 4 Y’.

AESY 5

25.04.1994 Reclassified from wagon ‘AESY 5 G’ to ’ wagon ‘RESY 5 A’.

AESY 6

19.06.1994 Reclassified from wagon ‘AESY 6 P’ to ’ wagon ‘RESY 6 J’.

AESY 7

19.06.1994 Reclassified from wagon ‘AESY 7 B’ to ’ wagon ‘RESY 7 S’.

AESY 8

25.04.1994 Reclassified from wagon ‘AESY 8 K’ to ’ wagon ‘RESY 8 E’.

729



2. TIMS GROUP INFORMATION - WAGONS

AESY 9

19.04.1994 Reclassified from wagon ‘AESY 9 T’ to ’ wagon ‘RESY 9 N’.

AESY 10

31.05.1994 Reclassified from wagon ‘AESY 10 P’ to ’ wagon ‘RESY 10 J’.

AESY 11

16.05.1994 Reclassified from wagon ‘AESY 11 B’ to ’ wagon ‘RESY 11 S’.

AESY 12

19.06.1994 Reclassified from wagon ‘AESY 12 K’ to ’ wagon ‘RESY 12 E’.

AESY 13

30.05.1994 Reclassified from wagon ‘AESY 13 T’ to ’ wagon ‘RESY 13 N’.

AESY 14

16.05.1994 Reclassified from wagon ‘AESY 14 F’ to ’ wagon ‘RESY 14 W’.

AESY 15

31.05.1994 Reclassified from wagon ‘AESY 15 Y’ to ’ wagon ‘RESY 15 X’.

AESY 16

30.05.1994 Reclassified from wagon ‘AESY 16 A’ to ’ wagon ‘RESY 16 R’.

AESY 17

19.06.1994 Reclassified from wagon ‘AESY 17 J’ to ’ wagon ‘RESY 17 D’.

2.28 Wagon classification starting with ‘AFA’

AFAF 8570

24.06.1989 Reclassified from wagon ‘AFAF 8570 S’ to ’ wagon ‘AZFF 8570 E’.

AFAF 8592

24.06.1989 Reclassified from wagon ‘AFAF 8592 G’ to ’ wagon ‘AZFF 8592 P’.
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AFAF 8600

Details: wagon ‘AFAF 8600 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 30.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA
BSG Code: FBFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WI
Return to Service Date: 04.03.1992
Due Triple Valve: 12.11.1991
Last Lift: 26.08.1986

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘FLOOR BOARDS’.
02.05.1990 Repair ‘FLOOR BOARDS’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘STEP’.
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AFAF 8601

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BRAKE LEVER’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘FLOOR BOARDS’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
28.02.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘END BRAKE COCK’.
05.03.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘TRAIN PIPE’.
16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘BRAKE BLOCK RB95’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Repair ‘STRIKING CASTING’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘STEP’.
05.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFAF 8614

Details: wagon ‘AFAF 8614 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 27.08.1927
Operating System: AN
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2.28. Wagon classification starting with ‘AFA’

Intended Use: GENERAL
Remarks: EX AFFA
BSG Code: FBFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WI
Return to Service Date: 24.03.1995
Due Triple Valve: 01.12.1987
Last Lift: 21.08.1985

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

22.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1989 Repair ‘COUPLER KNUCKLE’.
22.10.1989 Repair ‘FLOOR BOARDS’.
15.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

AFAF 8624

24.06.1989 Reclassified from wagon ‘AFAF 8624 V’ to ’ wagon ‘AZFF 8624 H’.

AFAF 8632

Details: wagon ‘AFAF 8632 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 10.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA
BSG Code: FBFZ

Capacity of 35 tonnes
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Fleet Grp Code: AE WI
Return to Service Date: 03.03.1992
Due Triple Valve: 14.11.1992
Last Brake Cylinder: 14.11.1991
Last Lift: 01.08.1984

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1992 Repair ‘BRAKE LEVER’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘HANDRAILS END’.
03.03.1992 Repair ‘STEP’.
03.03.1992 Repair ‘VEHICLE COMPLETE’.

AFAF 8639

24.06.1989 Reclassified from wagon ‘AFAF 8639 F’ to ’ wagon ‘AZFF 8639 Y’.

AFAF 8650

Details: wagon ‘AFAF 8650 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 17.09.1927
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AFFA
BSG Code: FBFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PZ
Return to Service Date: 24.03.1995
Last Lift: 23.08.1985

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

25.10.1991 Repair ‘HANDBRAKE HANDLE’.
25.10.1991 Repair ‘STEP’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

AFAF 8676

Details: wagon ‘AFAF 8676 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 08.10.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA
BSG Code: FBFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WI
Return to Service Date: 15.05.1989
Due Triple Valve: 15.05.1990
Last Brake Cylinder: 15.05.1989
Last Lift: 01.10.1982

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
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PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

2.29 Wagon classification starting with ‘AFB’

AFBA 8507

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBA 8523

11.03.1987 Reclassified from wagon ‘AFBA 8523 L’ to ’ wagon ‘FD 221 H’.

AFBA 8526

09.10.1986 Reclassified from wagon ‘AFBA 8526 P’ to ’ wagon ‘FD 238 J’.

AFBA 8533

29.04.1987 Reclassified from wagon ‘AFBA 8533 T’ to ’ wagon ‘FD 240 Y’.

AFBA 8537

Details: wagon ‘AFBA 8537 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 10.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX FB
BSG Code: FBFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE
Return to Service Date: 01.03.1979
Last Lift: 01.03.1979
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AFBA 8538

Details: wagon ‘AFBA 8538 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 10.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX FB
BSG Code: FBFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE
Return to Service Date: 08.07.1982
Last Lift: 08.08.1978

AFBA 8567

Details: wagon ‘AFBA 8567 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 25.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 18.12.93;STORED IWS
BSG Code: FBFZ

Capacity of 55.9 tonnes
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Fleet Grp Code: AE WJ
Return to Service Date: 14.12.1993
Last Lift: 21.11.1974

14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFBA 8579

29.09.1987 Reclassified from wagon ‘AFBA 8579 N’ to ’ wagon ‘FD 249 D’.

AFBA 8605

05.10.1987 Reclassified from wagon ‘AFBA 8605 U’ to ’ wagon ‘FD 251 X’.

AFBA 8620

09.12.1987 Reclassified from wagon ‘AFBA 8620 Y’ to ’ wagon ‘FD 263 L’.

AFBA 8652

20.12.1989 Reclassified from wagon ‘AFBA 8652 K’ to ’ wagon ‘AQHF 8652 B’.

AFBA 8670

11.03.1987 Reclassified from wagon ‘AFBA 8670 X’ to ’ wagon ‘FD 228 B’.

AFBF 14

Details: wagon ‘AFBF 14 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FSFZ

Capacity of 55.9 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ WI
Return to Service Date: 28.11.1993
Last Single Car Test: 14.05.1992
Last Lift: 28.11.1986

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

11.07.1989 Repair ‘HANDBRAKE HANDLE’.
11.07.1989 Repair ‘HANDRAILS END’.
11.07.1989 Repair ‘HANDRAILS END’.
11.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFBY 14 C’
22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘STEP’.
22.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFBY 14 C’
08.11.1989 Repair ‘TRAIN PIPE (END)’.
05.12.1989 Repair ‘END BOARDS’.
05.12.1989 Repair ‘END BOARDS’.
05.12.1989 Repair ‘FLOOR BOARDS’.
02.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.01.1990 Repair ‘BRAKE PIN’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘END BRAKE COCK’.
13.05.1992 Repair ‘END HOSE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘RELAY VALVE’.
28.11.1993 Repair ‘HANDRAILS’.

AFBF 8509

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

13.10.1989 Repair ‘FLOOR BOARDS’.
26.06.1990 Repair ‘STEP’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AFBF 8516

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFBY 8516 L’
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8524

Details: wagon ‘AFBF 8524 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 30.04.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA
BSG Code: FBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PZ
Return to Service Date: 25.10.1991
Due Triple Valve: 03.01.1990
Last Brake Cylinder: 03.01.1989
Last Lift: 17.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1990 Repair ‘BRAKE BLOCK RB95’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Repair ‘STRIKING CASTING’.
25.10.1991 Repair ‘STEP’.
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AFBF 8542

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

03.08.1989 Repair ‘STEP’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘TRAIN PIPE (END)’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8543

Details: wagon ‘AFBF 8543 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 28.05.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FSFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WI
Return to Service Date: 17.09.1993
Last Single Car Test: 07.04.1993
Last Lift: 20.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.
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18.09.1992 Repair ‘BODY COMPLETE’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘END BRAKE COCK’.
06.04.1993 Repair ‘TRAIN PIPE (END)’.
06.04.1993 Repair ‘TRAIN PIPE’.
17.09.1993 Repair ‘STEP’.
17.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AFBF 8556

Details: wagon ‘AFBF 8556 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 18.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA;STORED IWS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: WK AE
Return to Service Date: 30.11.1988
Due Triple Valve: 12.12.1989
Last Brake Cylinder: 12.12.1988
Last Lift: 19.07.1985

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

AFBF 8557

Details: wagon ‘AFBF 8557 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 18.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX PFBF
BSG Code: FSFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE UZ WI
Return to Service Date: 24.03.1995
Due Triple Valve: 13.03.1990
Last Brake Cylinder: 13.03.1989
Last Single Car Test: 04.03.1991
Last Lift: 25.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

01.07.1989 Repair ‘FLOOR BOARDS’.
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘BRAKE LEVER’.
21.07.1989 Repair ‘STEP’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
13.06.1990 Repair ‘FLOOR BOARDS’.
13.06.1990 Repair ‘FLOOR BOARDS’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘HANDRAILS’.
01.03.1991 Repair ‘STEP’.
01.03.1991 Repair ‘TRAIN PIPE (END)’.
25.10.1991 Repair ‘HANDBRAKE HANDLE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

AFBF 8561

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRANCH PIPE’.
30.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.10.1989 Repair ‘STEP’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Repair ‘FLOOR BOARDS’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘VEHICLE COMPLETE’.
12.04.1990 Repair ‘VEHICLE STENCILS’.
21.01.1991 Repair ‘FLOOR SHEETING’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8594

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘FLOOR SUPPORT’.
13.07.1989 Repair ‘STEP’.
11.08.1989 Repair ‘STEP’.
30.09.1989 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1991 Repair ‘HANDRAILS END’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8613

Details: wagon ‘AFBF 8613 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
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2.29. Wagon classification starting with ‘AFB’

Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA
BSG Code: FSFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE PZ PB
Return to Service Date: 06.07.1993
Last Lift: 24.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

18.09.1989 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘END BOARDS’.
01.08.1990 Repair ‘END BOARDS’.
04.12.1990 Repair ‘STEP’.
06.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Repair ‘FLOOR BOARDS’.
18.11.1991 Repair ‘STEP’.
20.02.1992 Repair ‘HANDRAILS END’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AFBF 8619

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8623

Details: wagon ‘AFBF 8623 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 27.08.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA
BSG Code: FBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WI
Return to Service Date: 24.03.1995
Due Triple Valve: 15.09.1990
Last Lift: 11.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.09.1989 Repair ‘HANDBRAKE HANDLE’.
15.09.1989 Repair ‘STEP’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

AFBF 8636

Details: wagon ‘AFBF 8636 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 10.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX FBF;CCE USE
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BSG Code: DSFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 12.03.1995
Due Triple Valve: 06.03.1990
Last Single Car Test: 06.03.1989
Last Lift: 04.03.1983

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

28.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.

AFBF 8638

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Repair ‘FLOOR BOARDS’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘VEHICLE COMPLETE’.
12.04.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BEARERS’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BOGIE SPRING’.
07.12.1990 Repair ‘BRAKE PULL ROD’.
07.12.1990 Repair ‘BRANCH PIPE’.
07.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1990 Repair ‘END BRAKE COCK’.
07.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1990 Repair ‘SIDE BEARER’.
07.12.1990 Repair ‘SIDE MEMBER’.
07.12.1990 Repair ‘STEP’.
07.12.1990 Repair ‘TRAIN PIPE (END)’.
07.12.1990 Repair ‘TRAIN PIPE’.
07.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8642

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
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MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.
14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231

(RS3026)’. New class: ‘AFBF’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBF 8657

Details: wagon ‘AFBF 8657 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 24.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA
BSG Code: FSFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WI
Return to Service Date: 01.03.1990
Last Brake Cylinder: 24.11.1988
Last Single Car Test: 02.03.1989
Last Lift: 04.11.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

19.02.1990 Repair ‘FLOOR BOARDS’.
19.02.1990 Repair ‘STEP’.
19.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFBY 8657 N’
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘VEHICLE COMPLETE’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFBY 8657 N’
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AFBF 8674

Details: wagon ‘AFBF 8674 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 08.10.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA
BSG Code: FSFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PZ PB
Return to Service Date: 13.04.1994
Due Triple Valve: 07.10.1988
Last Lift: 13.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

13.10.1989 Repair ‘FLOOR BOARDS’.
06.01.1992 Repair ‘STEP’.
08.12.1992 Repair ‘STRIKING CASTING’.
13.04.1994 Repair ‘STEP’.
13.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AFBF 8692

Details: wagon ‘AFBF 8692 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2550
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 03.12.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA
BSG Code: FSFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE
Return to Service Date: 12.08.1994
Last Single Car Test: 20.06.1988
Last Lift: 31.07.1985

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

13.08.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
22.01.1992 Repair ‘HANDRAILS END’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘FLOOR SHEETING’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.

AFBF 8699

Details: wagon ‘AFBF 8699 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 22.12.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX FBF;CCE USE
BSG Code: DSFZ
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Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: PB PZ AH
Return to Service Date: 05.02.1988
Due Triple Valve: 07.02.1989
Last Brake Cylinder: 07.02.1988
Last Single Car Test: 07.02.1988
Last Lift: 09.06.1983

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration complete ‘RECLASSIFY AFBY TO AFBF - REFER RS4231
(RS3026)’. New class: ‘AFBF’.

AFBL 1

Details: wagon ‘AFBL 1 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 09.04.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY;CCE USE
BSG Code: DXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: PB PZ AH
Return to Service Date: 22.01.1993
Last Lift: 01.06.1985

22.01.1993 Repair ‘HANDRAILS END’.

AFBL 2

13.10.1989 Repair ‘FLOOR BOARDS’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Repair ‘HANDBRAKE HANDLE’.
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05.12.1989 Repair ‘TRAIN PIPE’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1990 Repair ‘HANDRAILS END’.
16.05.1990 Repair ‘HANDRAILS END’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.06.1990 Repair ‘END BRAKE COCK’.
20.06.1990 Repair ‘END HOSE’.
20.06.1990 Repair ‘FLOOR BOARDS’.
20.06.1990 Repair ‘STRIKING CASTING’.
20.06.1990 Repair ‘YOKE COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.04.1991 Repair ‘HANDBRAKE HANDLE’.
03.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 3

21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE STENCILS’.
04.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.11.1990 Repair ‘HANDRAILS’.
04.11.1990 Repair ‘SIDE BEARER’.
04.11.1990 Repair ‘STEP’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 4

Details: wagon ‘AFBL 4 L’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 21.05.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE
Return to Service Date: 30.08.1995
Due Triple Valve: 06.04.1988
Last Single Car Test: 06.08.1990
Last Lift: 07.02.1984

26.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Repair ‘STEP’.
19.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1990 Repair ‘HANDRAILS END’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘HANDRAILS’.
03.08.1990 Repair ‘HANDRAILS’.
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Repair ‘UNDERFRAME COMPLETE’.
03.08.1990 Repair ‘UNDERFRAME COMPLETE’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BRAKE BLOCK RB95’.
01.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1993 Repair ‘END BRAKE COCK’.
01.03.1993 Repair ‘STEP’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.

AFBL 5

Details: wagon ‘AFBL 5 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 04.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE PZ
Return to Service Date: 22.04.1989
Due Triple Valve: 31.03.1989
Last Brake Cylinder: 31.03.1988
Last Single Car Test: 22.03.1989
Last Lift: 01.07.1985

AFBL 6

Details: wagon ‘AFBL 6 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 04.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE PZ
Return to Service Date: 23.10.1992
Due Triple Valve: 23.10.1993
Last Single Car Test: 17.01.1989
Last Lift: 08.10.1980
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26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘HANDRAILS’.
26.10.1989 Repair ‘STEP’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Repair ‘STEP’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘END HOSE’.
23.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1992 Repair ‘HANDRAILS’.
23.10.1992 Repair ‘STEP’.

AFBL 7

Details: wagon ‘AFBL 7 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 25.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE WI
Return to Service Date: 28.11.1991
Due Triple Valve: 01.03.1988
Last Single Car Test: 03.12.1991
Last Lift: 13.05.1987

28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘FLOOR SHEETING’.
28.11.1991 Repair ‘FLOOR SHEETING’.
28.11.1991 Repair ‘STEP’.
28.11.1991 Repair ‘VEHICLE COMPLETE’.
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AFBL 8

Details: wagon ‘AFBL 8 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 25.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WI UZ
Return to Service Date: 12.03.1993
Due Triple Valve: 12.04.1992
Last Brake Cylinder: 12.04.1991
Last Single Car Test: 01.12.1988
Last Lift: 01.02.1983

19.07.1989 Repair ‘END BOARDS’.
19.07.1989 Repair ‘FLOOR BOARDS’.
19.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1991 Repair ‘FLOOR BOARDS’.
13.03.1991 Repair ‘STEP’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.04.1991 Repair ‘HANDRAILS END’.
12.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1991 Repair ‘HANDRAILS END’.
17.03.1992 Repair ‘STEP’.
12.03.1993 Repair ‘HANDRAILS END’.

AFBL 9

11.10.1989 Repair ‘FLOOR BOARDS’.
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05.12.1989 Repair ‘STEP’.
03.04.1990 Repair ‘FLOOR BOARDS’.
10.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1991 Repair ‘STEP’.
04.04.1991 Repair ‘HANDRAILS END’.
04.04.1991 Repair ‘HANDRAILS END’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 10

Details: wagon ‘AFBL 10 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2700
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.05.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE PZ
Return to Service Date: 23.08.1993
Last Single Car Test: 02.09.1991
Last Lift: 01.03.1985

14.02.1991 Repair ‘FLOOR BOARDS’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE PULL ROD’.
30.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1991 Repair ‘HANDRAILS END’.
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30.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.05.1992 Repair ‘FLOOR BOARDS’.
25.05.1992 Repair ‘STEP’.
05.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1993 Repair ‘HANDRAILS END’.
05.06.1993 Repair ‘HANDRAILS END’.
05.06.1993 Repair ‘STEP’.
05.06.1993 Repair ‘STEP’.
23.08.1993 Repair ‘FLOOR BOARDS’.

AFBL 11

Details: wagon ‘AFBL 11 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY;CCE USE
BSG Code: DXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: PB PZ AH
Return to Service Date: 06.04.1995
Last Lift: 05.04.1982

13.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.

AFBL 12

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘FLOOR BOARDS’.
11.07.1989 Repair ‘STEP’.
19.09.1989 Repair ‘HANDRAILS END’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AFBL 13

Details: wagon ‘AFBL 13 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 23.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE UZ WI
Return to Service Date: 05.06.1992
Due Triple Valve: 06.04.1991
Last Brake Cylinder: 06.04.1990
Last Single Car Test: 06.04.1990
Last Lift: 09.10.1986

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1990 Repair ‘STEP’.
30.03.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘HANDRAILS END’.
03.04.1990 Repair ‘STEP’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘WHEEL SET’.
15.06.1990 Repair ‘FLOOR BOARDS’.
24.07.1990 Repair ‘STEP’.
12.02.1991 Repair ‘STEP’.
14.03.1991 Repair ‘FLOOR BOARDS’.
14.03.1991 Repair ‘FLOOR BOARDS’.
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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AFBL 16

Details: wagon ‘AFBL 16 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 27.08.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE PZ
Return to Service Date: 21.07.1992
Last Single Car Test: 20.11.1991
Last Lift: 28.02.1979

12.10.1989 Repair ‘FLOOR BOARDS’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRANCH PIPE’.
17.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘HANDRAILS END’.
03.10.1990 Repair ‘TRAIN PIPE (END)’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1991 Repair ‘STEP’.
18.11.1991 Repair ‘TRANSOM’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1992 Repair ‘HANDBRAKE HANDLE’.
18.02.1992 Repair ‘HANDRAILS END’.
21.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.

AFBL 17

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘FLOOR BOARDS’.
13.11.1989 Repair ‘HANDBRAKE HANDLE’.
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13.11.1989 Repair ‘HANDRAILS’.
13.11.1989 Repair ‘HANDRAILS END’.
13.11.1989 Repair ‘STEP’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 18

19.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.07.1989 Repair ‘STEP’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.09.1989 Repair ‘END HOSE’.
22.09.1989 Repair ‘HANDBRAKE HANDLE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘TRAIN PIPE’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 20

Details: wagon ‘AFBL 20 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.10.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY;STORED 18.02.93 PUG
BSG Code: FXFZ

Capacity of 55.9 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ WK
Return to Service Date: 24.07.1990
Due Triple Valve: 11.01.1990
Last Single Car Test: 27.07.1990
Last Lift: 24.08.1982

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1990 Repair ‘STEP’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘TRAIN PIPE’.

AFBL 21

Details: wagon ‘AFBL 21 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE UZ WI
Return to Service Date: 25.06.1994
Due Triple Valve: 10.12.1991
Last Brake Cylinder: 10.12.1990
Last Single Car Test: 24.04.1992
Last Lift: 07.09.1979

31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1990 Repair ‘TRAIN PIPE (END)’.
31.10.1990 Repair ‘TRAIN PIPE’.
24.11.1990 Repair ‘HANDRAILS END’.
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10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.12.1990 Repair ‘FLOOR COMPLETE’.
10.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘END SILL’.
04.01.1991 Repair ‘HANDRAILS END’.
04.01.1991 Repair ‘STEP’.
04.01.1991 Repair ‘TOP CENTRE PLATE’.
04.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1991 Repair ‘WHEEL SET’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘END BOARDS’.
27.03.1991 Repair ‘END BRAKE COCK’.
27.03.1991 Repair ‘STEP’.
27.03.1991 Repair ‘TRAIN PIPE (END)’.
27.03.1991 Repair ‘VEHICLE RENUMBERED’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘TRAIN PIPE (END)’.
10.04.1992 Repair ‘TRAIN PIPE’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Repair ‘STEP’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.

AFBL 22

Details: wagon ‘AFBL 22 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 08.10.1927
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PZ PB
Return to Service Date: 02.11.1993
Last Lift: 26.07.1985

19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘STEP’.
07.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1993 Repair ‘HANDRAILS END’.
02.11.1993 Repair ‘STEP’.

AFBL 23

Details: wagon ‘AFBL 23 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 08.10.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY;CCE USE
BSG Code: DXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: PZ PB AH
Return to Service Date: 07.08.1990
Due Triple Valve: 01.06.1987
Last Lift: 21.12.1981

07.08.1990 Repair ‘HANDRAILS END’.
07.08.1990 Repair ‘STEP’.
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AFBL 24

07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1989 Repair ‘HANDBRAKE HANDLE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1992 Repair ‘HANDBRAKE HANDLE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 25

07.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1990 Repair ‘STEP’.
15.05.1991 Repair ‘STEP’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘DISCHARGE DOOR’.
17.01.1992 Repair ‘DOOR COMPLETE’.
17.01.1992 Repair ‘DOOR HINGES AND PINS’.
17.01.1992 Repair ‘DOOR OPENING MECHANISM’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘TRAIN PIPE (END)’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 26

23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE STENCILS’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 27

12.10.1989 Repair ‘FLOOR BOARDS’.
18.01.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
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27.09.1990 Repair ‘BRAKE PULL ROD’.
27.09.1990 Repair ‘BRANCH PIPE’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1990 Repair ‘TRAIN PIPE (END)’.
27.09.1990 Repair ‘TRAIN PIPE’.
16.11.1990 Repair ‘FLOOR BOARDS’.
01.03.1991 Repair ‘STEP’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 29

01.07.1993 Repair ‘HANDRAILS END’.
26.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 30

Details: wagon ‘AFBL 30 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2500
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY
BSG Code: FXFZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WI
Return to Service Date: 22.02.1991
Due Triple Valve: 13.07.1989
Last Brake Cylinder: 13.07.1988
Last Single Car Test: 11.02.1991
Last Lift: 01.02.1981

07.07.1989 Repair ‘FLOOR BOARDS’.
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07.07.1989 Repair ‘STEP’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘HANDRAILS END’.
16.05.1990 Repair ‘STEP’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1990 Repair ‘BODY COMPLETE’.
23.10.1990 Repair ‘FLOOR BOARDS’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘BRAKE PULL ROD’.
22.02.1991 Repair ‘FLOOR BOARDS’.

AFBL 31

23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘BRANCH PIPE’.
23.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.04.1992 Repair ‘HANDRAILS END’.
23.04.1992 Repair ‘SIDE BEARER’.
23.04.1992 Repair ‘STEP’.
23.04.1992 Repair ‘STRIKING CASTING’.
23.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBL 32

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘SIDE BEARER’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE BEARINGS’.
07.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.10.1991 Repair ‘HANDBRAKE HANDLE’.
07.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1991 Repair ‘VEHICLE STENCILS’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AFBL 34

10.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBY 14

22.07.1989 Reclassified from wagon ‘AFBY 14 C’ to ’ wagon ‘AFBF 14 S’.

AFBY 8506

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘END BRAKE COCK’.
30.11.1989 Repair ‘FLOOR BOARDS’.
30.11.1989 Repair ‘STEP’.
30.11.1989 Repair ‘TRAIN PIPE (END)’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘FLOOR SHEETING’.
16.01.1991 Repair ‘HANDBRAKE HANDLE’.
16.01.1991 Repair ‘HANDRAILS END’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFBY 8509

28.10.1988 Reclassified from wagon ‘AFBY 8509 H’ to ’ wagon ‘AFBF 8509 A’.

AFBY 8516

24.05.1990 Reclassified from wagon ‘AFBY 8516 L’ to ’ wagon ‘AFBF 8516 E’.

AFBY 8542

05.07.1988 Reclassified from wagon ‘AFBY 8542 W’ to ’ wagon ‘AFBF 8542 P’.

AFBY 8543

01.04.1989 Reclassified from wagon ‘AFBY 8543 X’ to ’ wagon ‘AFBF 8543 B’.
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AFBY 8556

21.04.1988 Reclassified from wagon ‘AFBY 8556 U’ to ’ wagon ‘AFBF 8556 N’.

AFBY 8561

20.11.1987 Reclassified from wagon ‘AFBY 8561 G’ to ’ wagon ‘AFBF 8561 W’.

AFBY 8619

09.03.1989 Reclassified from wagon ‘AFBY 8619 W’ to ’ wagon ‘AFBF 8619 P’.

AFBY 8627

19.11.1987 Reclassified from wagon ‘AFBY 8627 M’ to ’ wagon ‘AZOF 8627 P’.

AFBY 8631

Details: wagon ‘AFBY 8631 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 03.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA;CCE USE
BSG Code: DSFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PB AH
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 14.06.1986

28.10.1986 Alteration complete ‘RECLASSIFY FLAT WAGONS ‘AFFA’ TO ‘AFBF‘.
STENCIL ON WAGONS ‘NOT TO RUN ON N.S.W. SYSTEM’. NOTE: VEHICLES
MUST BE FITTED WITH RIDE CONTROL BOGIES. (RS4162)’. New class: ‘AFBF’.

14.01.1988 Alteration ‘RECLASSIFY AFBY TO AFBF - REFER RS4231 (RS3026)’. New
class: ‘AFBF’.

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AFBY 8642

05.05.1989 Reclassified from wagon ‘AFBY 8642 G’ to ’ wagon ‘AFBF 8642 W’.

AFBY 8657

01.03.1990 Reclassified from wagon ‘AFBY 8657 N’ to ’ wagon ‘AFBF 8657 G’.

AFBY 8699

08.01.1988 Reclassified from wagon ‘AFBY 8699 R’ to ’ wagon ‘AFBF 8699 K’.

2.30 Wagon classification starting with ‘AFC’

AFCX 1

13.02.1990 Repair ‘FLOOR BOARDS’.
13.02.1990 Repair ‘FLOOR BOARDS’.
13.02.1990 Repair ‘HANDRAILS END’.
13.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 1 Q’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKAX 1 Q’
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFCX 2

07.07.1994 Reclassified from wagon ‘AFCX 2 V’ to ’ wagon ‘RKAX 102 D’.

AFCX 5

28.05.1994 Reclassified from wagon ‘AFCX 5 C’ to ’ wagon ‘RKAX 5 A’.

AFCX 7

08.07.1994 Reclassified from wagon ‘AFCX 7 U’ to ’ wagon ‘RKAX 7 S’.

AFCX 8

Details: wagon ‘AFCX 8 G’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-1
Date Built: 14.12.1966
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX FBX
BSG Code: FXFR

Capacity of 57.3 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PB PZ
Return to Service Date: 19.12.1994
Due Triple Valve: 23.05.1989
Last Triple Valve: 11.05.1990
Last Brake Cylinder: 11.05.1990
Last Single Car Test: 17.03.1994
Last Lift: 21.06.1982

09.09.1988 Alteration ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’. New class:
‘AKAX’.

07.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.05.1990 Repair ‘END BRAKE COCK’.
07.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1990 Repair ‘STEP’.
22.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘VEHICLE STENCILS’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1990 Repair ‘BRAKE PULL ROD’.
28.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1990 Repair ‘STEP’.
09.08.1991 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1994 Repair ‘BRAKE CONTROL PIPE’.
17.03.1994 Repair ‘BRAKE PULL ROD’.
17.03.1994 Repair ‘BRAKE SPRING’.
17.03.1994 Repair ‘END HOSE’.
17.03.1994 Repair ‘HANDRAILS END’.
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.03.1994 Repair ‘STEP’.
17.03.1994 Repair ‘TRAIN PIPE (END)’.
17.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.

AFCX 13

28.05.1994 Reclassified from wagon ‘AFCX 13 P’ to ’ wagon ‘RKAX 13 N’.

AFCX 14

30.05.1989 Reclassified from wagon ‘AFCX 14 B’ to ’ wagon ‘AKAX 14 F’.

AFCX 16

20.08.1991 Reclassified from wagon ‘AFCX 16 T’ to ’ wagon ‘AKAX 16 A’.

AFCX 17

30.05.1990 Reclassified from wagon ‘AFCX 17 F’ to ’ wagon ‘AKAX 17 J’.

AFCX 18

01.11.1991 Reclassified from wagon ‘AFCX 18 Y’ to ’ wagon ‘AKAX 18 S’.

2.31 Wagon classification starting with ‘AFD’

AFDX 2

02.06.1994 Reclassified from wagon ‘AFDX 2 B’ to ’ wagon ‘RKAX 2 T’.

AFDX 4

31.07.1991 Reclassified from wagon ‘AFDX 4 T’ to ’ wagon ‘AKDX 4 G’.

AFDX 6

16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE PULL ROD’.
16.09.1991 Repair ‘SIDE BEARER’.
16.09.1991 Repair ‘WEAR PLATES & SADDLES’.
06.05.1992 Repair ‘BOGIE SPRING’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BEARINGS’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
25.11.1992 Repair ‘VEHICLE COMPLETE’.
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01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1993 Repair ‘HANDBRAKE HANDLE’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘END HOSE’.
04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘SIDE BEARER’.
04.12.1993 Repair ‘SIDE BOARDS’.
04.12.1993 Repair ‘UNDERFRAME COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.

AFDX 7

01.11.1991 Reclassified from wagon ‘AFDX 7 A’ to ’ wagon ‘AKDX 7 K’.

2.32 Wagon classification starting with ‘AFF’

AFFA 8500

19.07.1991 Reclassified from wagon ‘AFFA 8500 D’ to ’ wagon ‘FB 8500 B’.

AFFA 8501

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8502

03.08.1987 Reclassified from wagon ‘AFFA 8502 V’ to ’ wagon ‘FD 233 K’.

AFFA 8503

15.09.1987 Reclassified from wagon ‘AFFA 8503 H’ to ’ wagon ‘FD 244 E’.

AFFA 8504

03.08.1987 Reclassified from wagon ‘AFFA 8504 Q’ to ’ wagon ‘FD 234 T’.

AFFA 8506

15.06.1987 Reclassified from wagon ‘AFFA 8506 L’ to ’ wagon ‘AFBY 8506 D’.

AFFA 8509

29.04.1987 Reclassified from wagon ‘AFFA 8509 P’ to ’ wagon ‘FD 219 C’.
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AFFA 8510

27.11.1987 Reclassified from wagon ‘AFFA 8510 L’ to ’ wagon ‘FD 262 C’.

AFFA 8514

27.06.1989 Reclassified from wagon ‘AFFA 8514 B’ to ’ wagon ‘AQHF 8514 D’.

AFFA 8515

07.10.1987 Reclassified from wagon ‘AFFA 8515 K’ to ’ wagon ‘FD 250 W’.

AFFA 8518

29.06.1987 Reclassified from wagon ‘AFFA 8518 Y’ to ’ wagon ‘FD 223 C’.

AFFA 8520

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8521

Details: wagon ‘AFFA 8521 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 23.04.1927
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 18.12.93;STORED IWS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WK
Return to Service Date: 14.12.1993
Last Lift: 03.11.1982

09.10.1993 Repair ‘END HOSE’.
14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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AFFA 8524

03.07.1988 Reclassified from wagon ‘AFFA 8524 J’ to ’ wagon ‘AFBF 8524 R’.

AFFA 8527

Details: wagon ‘AFFA 8527 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 07.05.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA;STORED IWS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK
Return to Service Date: 04.05.1988
Last Brake Cylinder: 05.05.1988
Last Lift: 01.02.1984

AFFA 8528

14.04.1987 Reclassified from wagon ‘AFFA 8528 W’ to ’ wagon ‘FD 245 N’.

AFFA 8529

10.03.1988 Reclassified from wagon ‘AFFA 8529 X’ to ’ wagon ‘FD 259 L’.

AFFA 8530

Details: wagon ‘AFFA 8530 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 07.05.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX FBR;STORED ISL. WORKS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WK
Return to Service Date: 21.08.1981
Last Lift: 21.08.1981

AFFA 8531

22.09.1987 Reclassified from wagon ‘AFFA 8531 N’ to ’ wagon ‘FD 247 X’.

AFFA 8532

20.03.1987 Reclassified from wagon ‘AFFA 8532 W’ to ’ wagon ‘FD 206 N’.

AFFA 8535

20.12.1989 Reclassified from wagon ‘AFFA 8535 D’ to ’ wagon ‘AQHF 8535 F’.

AFFA 8536

Details: wagon ‘AFFA 8536 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 14.05.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA;STORED 18.02.93 DCR
BSG Code: FBFZ
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Capacity of 44.7 tonnes

Fleet Grp Code: AE WK
Return to Service Date: 01.11.1996
Last Lift: 01.11.1985

01.11.1996 Repair ‘VEHICLE COMPLETE’.

AFFA 8539

25.02.1987 Reclassified from wagon ‘AFFA 8539 Q’ to ’ wagon ‘FD 208 X’.

AFFA 8544

12.12.1989 Reclassified from wagon ‘AFFA 8544 C’ to ’ wagon ‘AQHF 8544 E’.

AFFA 8550

Details: wagon ‘AFFA 8550 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 04.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA; W/O 07:12:1995
BSG Code: FBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WI
Return to Service Date: 07.12.1995
Due Triple Valve: 01.02.1989
Last Lift: 17.07.1985

07.12.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFFA 8552

20.12.1989 Reclassified from wagon ‘AFFA 8552 P’ to ’ wagon ‘AQHF 8552 R’.
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AFFA 8553

Details: wagon ‘AFFA 8553 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 11.06.1927
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.09.88;SOLD TO ARHS 25.10.88
BSG Code: SBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH
Return to Service Date: 25.10.1988
Last Lift: 03.12.1980

AFFA 8554

02.12.1986 Reclassified from wagon ‘AFFA 8554 K’ to ’ wagon ‘AQHF 8554 M’.

AFFA 8555

10.03.1988 Reclassified from wagon ‘AFFA 8555 T’ to ’ wagon ‘FD 258 C’.

AFFA 8557

03.07.1988 Reclassified from wagon ‘AFFA 8557 Y’ to ’ wagon ‘AFBF 8557 W’.

AFFA 8560

15.09.1987 Reclassified from wagon ‘AFFA 8560 F’ to ’ wagon ‘FD 243 S’.

AFFA 8561

09.06.1987 Reclassified from wagon ‘AFFA 8561 Y’ to ’ wagon ‘AFBF 8561 W’.
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AFFA 8563

Details: wagon ‘AFFA 8563 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 25.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBA;STORED IWS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK
Return to Service Date: 25.02.1989
Last Lift: 20.11.1985

AFFA 8564

07.07.1987 Reclassified from wagon ‘AFFA 8564 S’ to ’ wagon ‘FD 226 G’.

AFFA 8565

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8566

26.03.1987 Reclassified from wagon ‘AFFA 8566 N’ to ’ wagon ‘FD 207 W’.

AFFA 8571

20.12.1989 Reclassified from wagon ‘AFFA 8571 W’ to ’ wagon ‘AQHF 8571 B’.

AFFA 8577

10.03.1988 Reclassified from wagon ‘AFFA 8577 H’ to ’ wagon ‘FD 260 H’.
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AFFA 8578

Details: wagon ‘AFFA 8578 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 09.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 18.12.93;STORED ISL. WORKS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WK
Return to Service Date: 14.12.1993
Due Triple Valve: 01.11.1987
Last Lift: 24.05.1983

14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFFA 8580

19.03.1987 Reclassified from wagon ‘AFFA 8580 V’ to ’ wagon ‘FD 231 P’.

AFFA 8581

25.02.1987 Reclassified from wagon ‘AFFA 8581 H’ to ’ wagon ‘FD 209 R’.

AFFA 8582

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8583

20.12.1989 Reclassified from wagon ‘AFFA 8583 C’ to ’ wagon ‘AQHF 8583 E’.

AFFA 8584

02.03.1987 Reclassified from wagon ‘AFFA 8584 L’ to ’ wagon ‘FD 222 Q’.
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AFFA 8586

Details: wagon ‘AFFA 8586 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 16.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 13.02.93;STORED IWS
BSG Code: FBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE
Return to Service Date: 13.02.1993
Last Lift: 21.08.1985

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFFA 8588

03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8590

26.03.1987 Reclassified from wagon ‘AFFA 8590 G’ to ’ wagon ‘FD 239 S’.

AFFA 8594

08.06.1988 Reclassified from wagon ‘AFFA 8594 T’ to ’ wagon ‘AFBF 8594 E’.

AFFA 8596

31.03.1989 Reclassified from wagon ‘AFFA 8596 Y’ to ’ wagon ‘AQHF 8596 Q’.

AFFA 8597

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.06.1994 Repair ‘VEHICLE SOLD’.

781



2. TIMS GROUP INFORMATION - WAGONS

AFFA 8598

20.10.1987 Reclassified from wagon ‘AFFA 8598 J’ to ’ wagon ‘FD 254 M’.

AFFA 8600

09.06.1988 Reclassified from wagon ‘AFFA 8600 K’ to ’ wagon ‘AFAF 8600 P’.

AFFA 8601

16.06.1988 Reclassified from wagon ‘AFFA 8601 T’ to ’ wagon ‘AFAF 8601 B’.

AFFA 8602

14.04.1987 Reclassified from wagon ‘AFFA 8602 F’ to ’ wagon ‘FD 232 B’.

AFFA 8603

25.02.1987 Reclassified from wagon ‘AFFA 8603 Y’ to ’ wagon ‘FD 211 W’.

AFFA 8605

07.10.1986 Reclassified from wagon ‘AFFA 8605 J’ to ’ wagon ‘FD 251 X’.

AFFA 8606

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8610

12.03.1989 Reclassified from wagon ‘AFFA 8610 S’ to ’ wagon ‘AZFF 8610 J’.

AFFA 8612

19.03.1987 Reclassified from wagon ‘AFFA 8612 N’ to ’ wagon ‘FD 216 V’.

AFFA 8613

03.07.1988 Reclassified from wagon ‘AFFA 8613 W’ to ’ wagon ‘AFBF 8613 H’.

AFFA 8614

16.06.1988 Reclassified from wagon ‘AFFA 8614 X’ to ’ wagon ‘AFAF 8614 N’.

AFFA 8615

03.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AFFA 8616

14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8618

Details: wagon ‘AFFA 8618 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 27.08.1927
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.09.88;SOLD TO ARHS 25.10.88
BSG Code: SBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH
Return to Service Date: 25.10.1988
Last Lift: 18.05.1982

AFFA 8623

07.06.1988 Reclassified from wagon ‘AFFA 8623 H’ to ’ wagon ‘AFBF 8623 P’.

AFFA 8625

27.02.1987 Reclassified from wagon ‘AFFA 8625 C’ to ’ wagon ‘FD 215 M’.

AFFA 8628

26.03.1987 Reclassified from wagon ‘AFFA 8628 G’ to ’ wagon ‘FD 224 L’.

AFFA 8631

07.02.1987 Reclassified from wagon ‘AFFA 8631 U’ to ’ wagon ‘AFBY 8631 M’.

AFFA 8632

09.06.1988 Reclassified from wagon ‘AFFA 8632 G’ to ’ wagon ‘AFAF 8632 L’.
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AFFA 8633

23.10.1987 Reclassified from wagon ‘AFFA 8633 P’ to ’ wagon ‘FD 257 Q’.

AFFA 8636

03.07.1988 Reclassified from wagon ‘AFFA 8636 T’ to ’ wagon ‘AFBF 8636 E’.

AFFA 8638

09.06.1988 Reclassified from wagon ‘AFFA 8638 Y’ to ’ wagon ‘AFBF 8638 W’.

AFFA 8641

15.10.1987 Reclassified from wagon ‘AFFA 8641 F’ to ’ wagon ‘FD 252 R’.

AFFA 8643

23.07.1987 Reclassified from wagon ‘AFFA 8643 A’ to ’ wagon ‘FD 241 A’.

AFFA 8644

20.03.1987 Reclassified from wagon ‘AFFA 8644 J’ to ’ wagon ‘FD 204 S’.

AFFA 8645

21.10.1987 Reclassified from wagon ‘AFFA 8645 S’ to ’ wagon ‘FD 255 V’.

AFFA 8646

09.07.1987 Reclassified from wagon ‘AFFA 8646 E’ to ’ wagon ‘FD 242 J’.

AFFA 8647

12.12.1989 Reclassified from wagon ‘AFFA 8647 N’ to ’ wagon ‘AQHF 8647 P’.

AFFA 8648

10.03.1988 Reclassified from wagon ‘AFFA 8648 W’ to ’ wagon ‘FD 261 Q’.

AFFA 8649

10.06.1987 Reclassified from wagon ‘AFFA 8649 X’ to ’ wagon ‘FD 230 G’.

AFFA 8650

16.06.1988 Reclassified from wagon ‘AFFA 8650 E’ to ’ wagon ‘AFAF 8650 J’.

AFFA 8651

04.12.1989 Reclassified from wagon ‘AFFA 8651 N’ to ’ wagon ‘AQHF 8651 P’.
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AFFA 8655

23.09.1987 Reclassified from wagon ‘AFFA 8655 D’ to ’ wagon ‘FD 246 W’.

AFFA 8656

29.04.1987 Reclassified from wagon ‘AFFA 8656 M’ to ’ wagon ‘FD 225 U’.

AFFA 8659

14.04.1987 Reclassified from wagon ‘AFFA 8659 Q’ to ’ wagon ‘FD 227 P’.

AFFA 8660

21.10.1987 Reclassified from wagon ‘AFFA 8660 M’ to ’ wagon ‘FD 256 H’.

AFFA 8661

29.09.1987 Reclassified from wagon ‘AFFA 8661 V’ to ’ wagon ‘FD 248 R’.

AFFA 8662

24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AFFA 8665

10.03.1988 Reclassified from wagon ‘AFFA 8665 L’ to ’ wagon ‘AQHF 8665 N’.

AFFA 8669

19.10.1987 Reclassified from wagon ‘AFFA 8669 B’ to ’ wagon ‘FD 253 D’.

AFFA 8673

15.04.1987 Reclassified from wagon ‘AFFA 8673 B’ to ’ wagon ‘FD 210 N’.

AFFA 8674

07.06.1988 Reclassified from wagon ‘AFFA 8674 K’ to ’ wagon ‘AFBF 8674 S’.

AFFA 8676

16.06.1988 Reclassified from wagon ‘AFFA 8676 F’ to ’ wagon ‘AFAF 8676 K’.

AFFA 8677

Details: wagon ‘AFFA 8677 Y’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 15.10.1927
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 09.04.94
BSG Code: DSFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 09.04.1994
Last Lift: 22.07.1986

17.03.1994 Repair ‘STEP’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFFA 8678

Details: wagon ‘AFFA 8678 A’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1927
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 27.05.89;SOLD TO ARHS 19.07.89
BSG Code: SBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH
Return to Service Date: 19.07.1989
Last Lift: 24.10.1983
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19.07.1989 Repair ‘VEHICLE SOLD’.

AFFA 8686

11.05.1987 Reclassified from wagon ‘AFFA 8686 N’ to ’ wagon ‘FD 229 K’.

AFFA 8692

19.08.1988 Reclassified from wagon ‘AFFA 8692 X’ to ’ wagon ‘AFBF 8692 Q’.

AFFA 8694

19.03.1987 Reclassified from wagon ‘AFFA 8694 D’ to ’ wagon ‘FD 217 H’.

AFFA 8696

Details: wagon ‘AFFA 8696 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 01.01.1927
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.09.88;SOLD TO ARHS 25.10.88
BSG Code: SBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH
Return to Service Date: 25.10.1988
Last Lift: 23.09.1983

AFFA 8698

24.11.1992 Repair ‘BOGIE SPRING’.
24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘HANDRAILS END’.
24.11.1992 Repair ‘STEP’.
24.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.33 Wagon classification starting with ‘AFG’

AFGF 1593

14.05.1992 Reclassified from wagon ‘AFGF 1593 Y’ to ’ wagon ‘AZCF 1593 T’.

AFGF 1612

02.06.1992 Reclassified from wagon ‘AFGF 1612 R’ to ’ wagon ‘AZCF 1612 W’.

AFGF 1622

30.04.1992 Reclassified from wagon ‘AFGF 1622 C’ to ’ wagon ‘AZCF 1622 H’.

AFGF 1843

04.09.1991 Reclassified from wagon ‘AFGF 1843 S’ to ’ wagon ‘AZCL 1843 B’.

AFGF 3221

14.05.1992 Reclassified from wagon ‘AFGF 3221 A’ to ’ wagon ‘AZCF 3221 F’.

AFGF 3223

Details: wagon ‘AFGF 3223 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 82A
Date Built: 10.09.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EX NRH;CCE ALICE SPRINGS
BSG Code: DSFZ

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 03.11.1989
Last Lift: 14.02.1981

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.
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03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.

AFGF 3224

27.10.1992 Reclassified from wagon ‘AFGF 3224 E’ to ’ wagon ‘AKLF 3224 G’.

AFGY 1846

21.10.1986 Reclassified from wagon ‘AFGY 1846 G’ to ’ wagon ‘ASFY 191 P’.

AFGY 3223

11.11.1988 Reclassified from wagon ‘AFGY 3223 C’ to ’ wagon ‘AFGF 3223 S’.

2.34 Wagon classification starting with ‘AFI’

AFIY 3

13.08.1994 Reclassified from wagon ‘AFIY 3 G’ to ’ wagon ‘RFIY 3 A’.

AFIY 5

04.06.1994 Reclassified from wagon ‘AFIY 5 B’ to ’ wagon ‘RFIY 5 S’.

AFIY 6

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.01.1990 Repair ‘TRAIN PIPE (END)’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AFIY 13

04.06.1994 Reclassified from wagon ‘AFIY 13 Y’ to ’ wagon ‘RFIY 13 X’.
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AFIY 17

13.10.1994 Reclassified from wagon ‘AFIY 17 E’ to ’ wagon ‘RFIY 17 V’.

AFIY 19

04.08.1989 Reclassified from wagon ‘AFIY 19 W’ to ’ wagon ‘AFWY 19 S’.

AFIY 27

15.05.1994 Reclassified from wagon ‘AFIY 27 M’ to ’ wagon ‘RFIY 27 G’.

AFIY 28

16.05.1994 Reclassified from wagon ‘AFIY 28 V’ to ’ wagon ‘RFIY 28 P’.

AFIY 30

30.06.1994 Reclassified from wagon ‘AFIY 30 D’ to ’ wagon ‘RFIY 30 U’.

AFIY 40

21.04.1994 Reclassified from wagon ‘AFIY 40 L’ to ’ wagon ‘RFIY 40 F’.

AFIY 43

28.05.1994 Reclassified from wagon ‘AFIY 43 P’ to ’ wagon ‘RFIY 43 J’.

AFIY 44

01.05.1987 Reclassified from wagon ‘AFIY 44 B’ to ’ wagon ‘AFWY 44 U’.

2.35 Wagon classification starting with ‘AFK’

AFKX 1

04.05.1990 Reclassified from wagon ‘AFKX 1 N’ to ’ wagon ‘AQKY 1 Q’.

AFKX 2

07.03.1990 Reclassified from wagon ‘AFKX 2 W’ to ’ wagon ‘AQKY 2 C’.

AFKX 3

17.05.1990 Reclassified from wagon ‘AFKX 3 X’ to ’ wagon ‘AQKY 3 L’.

AFKX 4

01.06.1990 Reclassified from wagon ‘AFKX 4 R’ to ’ wagon ‘AQKY 4 U’.
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AFKX 5

15.02.1990 Reclassified from wagon ‘AFKX 5 D’ to ’ wagon ‘AQKY 5 G’.

AFKX 6

10.01.1990 Reclassified from wagon ‘AFKX 6 M’ to ’ wagon ‘AQKY 6 P’.

AFKX 7

16.02.1990 Reclassified from wagon ‘AFKX 7 V’ to ’ wagon ‘AQKY 7 B’.

AFKX 8

31.01.1990 Reclassified from wagon ‘AFKX 8 H’ to ’ wagon ‘AQKY 8 K’.

AFKX 9

17.01.1990 Reclassified from wagon ‘AFKX 9 Q’ to ’ wagon ‘AQKY 9 T’.

AFKX 10

12.01.1990 Reclassified from wagon ‘AFKX 10 M’ to ’ wagon ‘AQKY 10 P’.

AFKX 11

12.01.1990 Reclassified from wagon ‘AFKX 11 V’ to ’ wagon ‘AQKY 11 B’.

AFKX 12

15.03.1990 Reclassified from wagon ‘AFKX 12 H’ to ’ wagon ‘AQKY 12 K’.

AFKX 13

09.01.1990 Reclassified from wagon ‘AFKX 13 Q’ to ’ wagon ‘AQKY 13 T’.

AFKX 14

06.03.1990 Reclassified from wagon ‘AFKX 14 C’ to ’ wagon ‘AQKY 14 F’.

AFKX 15

18.04.1990 Reclassified from wagon ‘AFKX 15 L’ to ’ wagon ‘AQKY 15 Y’.

AFKX 16

02.02.1990 Reclassified from wagon ‘AFKX 16 U’ to ’ wagon ‘AQKY 16 A’.

AFKX 17

17.01.1990 Reclassified from wagon ‘AFKX 17 G’ to ’ wagon ‘AQKY 17 J’.
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AFKX 18

01.03.1990 Reclassified from wagon ‘AFKX 18 P’ to ’ wagon ‘AQKY 18 S’.

AFKY 1347

27.11.1987 Reclassified from wagon ‘AFKY 1347 P’ to ’ wagon ‘AZKF 1347 C’.

2.36 Wagon classification starting with ‘AFL’

AFLY 502

Details: wagon ‘AFLY 502 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-16
Date Built: 20.05.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ
Return to Service Date: 12.03.1994
Last Brake Cylinder: 12.10.1993
Last Lift: 10.11.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘HANDRAILS END’.
29.05.1990 Repair ‘STEP’.
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29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 502 Q’
12.12.1991 Alteration complete ‘RECLASSIFY AFSY 502 & 504 TO AFLY 502 & 504 .

AFSY502 & 504. (RS4665)’. New class: ‘AFLY’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 502 Q’
30.12.1992 Repair ‘VEHICLE RECLASSIFY’.
30.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 502 Q’
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.12.1992 Repair ‘EMPTY LOAD VALVE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
31.12.1992 Repair ‘HANDRAILS’.
05.07.1993 Alteration ‘RESTENCIL FOUR (4) WAGONS TO NEW CLASSIFICATION

‘AZMF’. REMOVE HIGH SPEED BOGIES AND REPLACE WITH 50 TONNE
CAPTIVE BOGIES WHERE APPLICABLE. AQMF2374, AQMF4223, AFLY502 &
AFLY504. (RS4801)’. New class: ‘AZMF’.

12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1993 Repair ‘HANDRAILS END’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘WEAR PLATES & SADDLES’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.

AFLY 504

19.01.1994 Reclassified from wagon ‘AFLY 504 N’ to ’ wagon ‘AZMF 504 D’.

2.37 Wagon classification starting with ‘AFO’

AFOF 1598

Details: wagon ‘AFOF 1598 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 04.09.1959
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX RGC;STORED IWS 08.01.92
BSG Code: FSFX

Capacity of 56 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 11.11.1988
Due Triple Valve: 11.11.1989
Last Brake Cylinder: 11.11.1988
Last Lift: 12.12.1979

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

AFOF 1602

Details: wagon ‘AFOF 1602 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 01.09.1959
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX AFOY
BSG Code: FSFX

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 18.08.1994
Last Single Car Test: 28.06.1993
Last Lift: 09.03.1983
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14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOY 1602 R’
19.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOY 1602 R’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE LEVER’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘TOP CENTRE PLATE’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOY 1602 R’
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘VEHICLE RECLASSIFY’.
27.08.1991 Repair ‘VEHICLE STENCILS’.
27.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFOY 1602 R’
18.03.1992 Alteration ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT WAGONS TO

‘AZCF‘. RG 1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761,
1767,1769, RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1993 Repair ‘BRAKE CONTROL PIPE’.
24.06.1993 Repair ‘TRAIN PIPE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.

AFOF 1605

Details: wagon ‘AFOF 1605 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 11.08.1959
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX RGC;STORED IWS 08.01.92
BSG Code: FBFX

Capacity of 56 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 26.03.1991
Due Triple Valve: 26.03.1992
Last Brake Cylinder: 26.03.1991
Last Lift: 30.07.1981

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

AFOF 1613

11.09.1992 Reclassified from wagon ‘AFOF 1613 E’ to ’ wagon ‘AZCF 1613 X’.

AFOF 1614

Details: wagon ‘AFOF 1614 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 25.08.1959
Operating System: AN
Intended Use: CRATES CATTLE
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Remarks: EX RGC
BSG Code: FSFX

Capacity of 56 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 25.08.1989
Due Triple Valve: 19.01.1988
Last Lift: 11.01.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

25.08.1989 Repair ‘TWIST LOCK’.

AFOF 1617

29.04.1992 Reclassified from wagon ‘AFOF 1617 R’ to ’ wagon ‘AZCF 1617 V’.

AFOF 1630

Details: wagon ‘AFOF 1630 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 30.06.1959
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX AFOY
BSG Code: FSFX

Capacity of 56 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 04.03.1992
Last Single Car Test: 06.03.1992
Last Lift: 30.08.1977
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14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

25.08.1989 Repair ‘TWIST LOCK’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1992 Repair ‘STEP’.

AFOF 1643

06.08.1992 Reclassified from wagon ‘AFOF 1643 F’ to ’ wagon ‘AZCL 1643 K’.

AFOF 1657

Details: wagon ‘AFOF 1657 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 24.03.1961
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX RGC
BSG Code: FSFX

Capacity of 56 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 08.09.1989
Due Triple Valve: 01.04.1988
Last Single Car Test: 08.09.1989
Last Lift: 24.09.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE LEVER’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Repair ‘TWIST LOCK’.

AFOF 1668

14.05.1992 Reclassified from wagon ‘AFOF 1668 U’ to ’ wagon ‘AZCF 1668 B’.

AFOF 1673

14.05.1992 Reclassified from wagon ‘AFOF 1673 G’ to ’ wagon ‘AZCF 1673 K’.

AFOF 1676

Details: wagon ‘AFOF 1676 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 01.05.1961
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX AFOY
BSG Code: FSFX

Capacity of 56 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 22.03.1994
Last Single Car Test: 06.09.1991
Last Lift: 17.07.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.02.1991 Alteration ‘FIT RESILIENT SIDEBEARERS TO AFOF1676 AND AFOF1838
IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY AFOY.
AFOF1676,1838. (RS4569)’. New class: ‘AFOY’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
04.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1991 Repair ‘SIDE BEARER’.
04.09.1991 Repair ‘TOP CENTRE PLATE’.
04.09.1991 Repair ‘YOKE CARRIER’.
10.04.1992 Repair ‘HANDRAILS END’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.

AFOF 1678

07.02.1990 Reclassified from wagon ‘AFOF 1678 F’ to ’ wagon ‘AFOY 1678 M’.

AFOF 1685

25.06.1992 Reclassified from wagon ‘AFOF 1685 J’ to ’ wagon ‘AZCF 1685 N’.

AFOF 1768

25.02.1992 Reclassified from wagon ‘AFOF 1768 E’ to ’ wagon ‘AZCL 1768 J’.

AFOF 1771

25.02.1992 Reclassified from wagon ‘AFOF 1771 S’ to ’ wagon ‘AZCL 1771 A’.

AFOF 1838

Details: wagon ‘AFOF 1838 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8290
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 28.10.1965
Operating System: AN
Intended Use: CRATES CATTLE
Remarks: EX AFOY
BSG Code: FSFX

Capacity of 56 tonnes
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Fleet Grp Code: AE PZ PG WC SV
Return to Service Date: 08.04.1992
Due Triple Valve: 08.01.1991
Last Triple Valve: 07.12.1990
Last Brake Cylinder: 07.12.1990
Last Single Car Test: 24.04.1992
Last Lift: 16.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘BRAKE PULL ROD’.
20.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1989 Repair ‘SIDE BEARER’.
20.12.1989 Repair ‘TOP CENTRE PLATE’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Repair ‘WHEEL SET’.
08.08.1990 Repair ‘HANDRAILS’.
08.08.1990 Repair ‘HANDRAILS END’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE COMPLETE’.
08.01.1991 Repair ‘BRAKE PULL ROD’.
04.02.1991 Alteration ‘FIT RESILIENT SIDEBEARERS TO AFOF1676 AND AFOF1838

IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY AFOY.
AFOF1676,1838. (RS4569)’. New class: ‘AFOY’.

08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘BRAKE LEVER’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘TOP CENTRE PLATE’.
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AFOF 3172

11.08.1992 Reclassified from wagon ‘AFOF 3172 U’ to ’ wagon ‘AZCL 3172 C’.

AFOY 1598

11.11.1988 Reclassified from wagon ‘AFOY 1598 V’ to ’ wagon ‘AFOF 1598 Y’.

AFOY 1602

27.08.1991 Reclassified from wagon ‘AFOY 1602 R’ to ’ wagon ‘AFOF 1602 K’.

AFOY 1605

10.11.1988 Reclassified from wagon ‘AFOY 1605 V’ to ’ wagon ‘AFOF 1605 Y’.

AFOY 1614

30.03.1988 Reclassified from wagon ‘AFOY 1614 U’ to ’ wagon ‘AFOF 1614 N’.

AFOY 1630

05.05.1989 Reclassified from wagon ‘AFOY 1630 A’ to ’ wagon ‘AFOF 1630 Q’.

AFOY 1657

30.03.1988 Reclassified from wagon ‘AFOY 1657 K’ to ’ wagon ‘AFOF 1657 D’.

AFOY 1676

13.11.1987 Reclassified from wagon ‘AFOY 1676 R’ to ’ wagon ‘AFOF 1676 K’.

AFOY 1678

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘TRAIN PIPE (END)’.
08.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFOF 1678 F’
19.01.1990 Repair ‘WHEEL SET’.
19.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFOF 1678 F’
23.01.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO CONTAINER

FLAT AFOF 1678F IN ACCORDANCE WITH M.E. STANDARD M 31. RECLASSIFY
WAGON TO AFOY 1678F. AFOF 1678. (RS4473)’. New class: ‘AFOY’.
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07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘TOP CENTRE PLATE’.
07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1678 F’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1992 Repair ‘BRAKE LEVER’.
02.03.1992 Repair ‘BRANCH PIPE’.
02.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.03.1992 Repair ‘TOP CENTRE PLATE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFOY 1838

06.11.1987 Reclassified from wagon ‘AFOY 1838 R’ to ’ wagon ‘AFOF 1838 K’.

2.38 Wagon classification starting with ‘AFP’

AFPL 240

Details: wagon ‘AFPL 240 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.05.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 40 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 21.09.1994
Due Triple Valve: 11.06.1992
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 14.07.1992
Last Lift: 22.12.1982

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘BRANCH PIPE’.
21.07.1989 Repair ‘COUPLER COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.07.1989 Repair ‘TOP CENTRE PLATE’.
21.07.1989 Repair ‘TRAIN PIPE (END)’.
21.07.1989 Repair ‘TRAIN PIPE’.
21.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOGL 240 X’
20.08.1990 Repair ‘DOOR COMPLETE’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOGL 240 X’
18.09.1990 Repair ‘BOGIE SPRING’.
18.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 240 X’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 240 X’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘CENTRE SILL’.
14.07.1992 Repair ‘DOOR COMPLETE’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘SIDE BOARDS’.
14.07.1992 Repair ‘SIDE STEP’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Repair ‘STEP’.
14.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 240 X’
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02.03.1993 Repair ‘STEP’.
14.10.1993 Repair ‘SIDE STEP’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.

AFPL 257

24.07.1992 Reclassified from wagon ‘AFPL 257 T’ to ’ wagon ‘AKKF 257 N’.

AFPL 297

Details: wagon ‘AFPL 297 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 12.06.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 27.01.1994
Due Triple Valve: 14.05.1991
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 20.12.1993
Last Lift: 22.12.1982

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BEARINGS’.
14.05.1990 Repair ‘BOGIE SPRING’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1990 Repair ‘SIDE STEP’.
14.05.1990 Repair ‘STEP’.
14.05.1990 Repair ‘TOP CENTRE PLATE’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGL 297 T’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 297 T’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 297 T’
06.06.1991 Alteration complete ‘CONVERT ‘AOGL’ FOR PIPE TRAFFIC - PROTOTYPE

ONLY. RECLASSIFY WAGON TO ‘AFPL‘. AOGL 297. (RS4607)’. New class: ‘AFPL’.
05.08.1991 Repair ‘HANDRAILS END’.
05.08.1991 Repair ‘STEP’.
05.08.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Repair ‘VEHICLE RECLASSIFY’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 297 T’
16.08.1991 Repair ‘TOP CENTRE PLATE’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘FLOOR SHEETING’.
18.09.1991 Repair ‘STANCHION’.
18.09.1991 Repair ‘STANCHION’.
19.09.1991 Repair ‘FLOOR BOARDS’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘SIDE BEARER’.
10.05.1993 Repair ‘TOP CENTRE PLATE’.
10.05.1993 Repair ‘TRAIN PIPE (END)’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
03.10.1993 Repair ‘STRIKING CASTING’.
12.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BOGIE COMPLETE’.
18.12.1993 Repair ‘BRAKE PULL ROD’.
18.12.1993 Repair ‘CENTRE SILL’.
18.12.1993 Repair ‘SIDE BEARER’.
18.12.1993 Repair ‘TOP CENTRE PLATE’.
18.12.1993 Repair ‘TRAIN PIPE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Repair ‘STANCHION’.

AFPL 368

Details: wagon ‘AFPL 368 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 14.04.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 19.03.1996
Due Triple Valve: 29.07.1994
Last Brake Cylinder: 29.02.1988
Last Single Car Test: 29.07.1993
Last Lift: 19.04.1983

08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER
DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘CENTRE SILL’.
14.07.1992 Repair ‘DOOR COMPLETE’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘SIDE BOARDS’.
14.07.1992 Repair ‘SIDE STEP’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Repair ‘STEP’.
14.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 368 L’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
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13.04.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1993 Repair ‘VEHICLE STENCILS’.
26.07.1993 Repair ‘WHEEL SET’.
22.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

AFPL 380

Details: wagon ‘AFPL 380 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.02.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 23.03.1993
Due Triple Valve: 17.05.1990
Last Single Car Test: 06.04.1993
Last Lift: 11.04.1983

08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER
DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘CENTRE SILL’.
19.06.1992 Repair ‘DOOR COMPLETE’.
19.06.1992 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘SIDE BOARDS’.
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19.06.1992 Repair ‘SIDE STEP’.
19.06.1992 Repair ‘STANCHION’.
19.06.1992 Repair ‘STANCHION’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘VEHICLE STENCILS’.
19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 380 B’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘TOP CENTRE PLATE’.
23.03.1993 Repair ‘TRAIN PIPE (END)’.
23.03.1993 Repair ‘VEHICLE COMPLETE’.

AFPL 419

Details: wagon ‘AFPL 419 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.02.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 27.02.1996
Due Triple Valve: 27.08.1992
Last Brake Cylinder: 27.08.1991
Last Single Car Test: 19.06.1992
Last Lift: 11.04.1983

12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Repair ‘BRAKE PULL ROD’.
12.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘DOOR LOCK MECHANISM’.
12.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1989 Repair ‘STEP’.
12.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOGL 419 K’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BEARINGS’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1991 Repair ‘VEHICLE STENCILS’.
22.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 419 K’
13.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOGL 419 K’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘CENTRE SILL’.
19.06.1992 Repair ‘DOOR COMPLETE’.
19.06.1992 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘SIDE BOARDS’.
19.06.1992 Repair ‘SIDE STEP’.
19.06.1992 Repair ‘STANCHION’.
19.06.1992 Repair ‘STANCHION’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘VEHICLE STENCILS’.
19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 419 K’
20.07.1993 Repair ‘SIDE COMPLETE’.
19.01.1994 Repair ‘TRAIN PIPE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.

AFPL 423

Details: wagon ‘AFPL 423 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.04.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 17.09.1993
Due Triple Valve: 17.09.1994
Last Brake Cylinder: 26.08.1991
Last Single Car Test: 29.07.1993
Last Lift: 02.09.1986

06.02.1990 Repair ‘HANDRAILS END’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 423 K’
21.02.1990 Repair ‘HANDRAILS’.
21.02.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOGL 423 K’
06.03.1990 Repair ‘HANDRAILS END’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 423 K’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BEARINGS’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Repair ‘VEHICLE STENCILS’.
21.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 423 K’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘BRANCH PIPE’.
15.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Repair ‘LASHING POINT’.
15.01.1992 Repair ‘STEP’.
15.01.1992 Repair ‘TOP CENTRE PLATE’.
15.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOGL 423 K’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘VEHICLE STENCILS’.
11.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 423 K’
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23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘CENTRE SILL’.
23.06.1992 Repair ‘DOOR COMPLETE’.
23.06.1992 Repair ‘END BRAKE COCK’.
23.06.1992 Repair ‘HANDRAILS’.
23.06.1992 Repair ‘HANDRAILS’.
23.06.1992 Repair ‘HANDRAILS END’.
23.06.1992 Repair ‘SIDE BOARDS’.
23.06.1992 Repair ‘SIDE STEP’.
23.06.1992 Repair ‘STANCHION’.
23.06.1992 Repair ‘STANCHION’.
23.06.1992 Repair ‘STEP’.
23.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘VEHICLE RECLASSIFY’.
23.06.1992 Repair ‘VEHICLE STENCILS’.
23.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 423 K’
23.12.1992 Repair ‘STEP’.
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘WHEEL SET’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1993 Repair ‘COUPLER KNUCKLE’.

AFPL 427

Details: wagon ‘AFPL 427 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 07.07.1928
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 40 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 17.12.1994
Due Triple Valve: 16.07.1989
Last Single Car Test: 14.07.1992
Last Lift: 11.04.1983

13.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 427 A’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘CENTRE SILL’.
14.07.1992 Repair ‘DOOR COMPLETE’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘SIDE BOARDS’.
14.07.1992 Repair ‘SIDE STEP’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Repair ‘STEP’.
14.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 427 A’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.

AFPL 434

Details: wagon ‘AFPL 434 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.04.1925
Operating System: AN
Intended Use: PIPES
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Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 27.07.1992
Due Triple Valve: 17.01.1993
Last Brake Cylinder: 15.02.1991
Last Single Car Test: 27.07.1992
Last Lift: 12.04.1983

10.01.1990 Repair ‘SIDE STEP’.
10.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGL 434 E’
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGL 434 E’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOGL 434 E’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘DOOR LOCK MECHANISM’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
28.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 434 E’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.01.1992 Repair ‘VEHICLE STENCILS’.
13.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 434 E’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘CENTRE SILL’.
27.07.1992 Repair ‘DOOR COMPLETE’.
27.07.1992 Repair ‘END BOARDS’.
27.07.1992 Repair ‘HANDRAILS’.
27.07.1992 Repair ‘HANDRAILS’.
27.07.1992 Repair ‘HANDRAILS END’.
27.07.1992 Repair ‘SIDE STEP’.
27.07.1992 Repair ‘STANCHION’.
27.07.1992 Repair ‘STANCHION’.
27.07.1992 Repair ‘STEP’.
27.07.1992 Repair ‘VEHICLE COMPLETE’.

814



2.38. Wagon classification starting with ‘AFP’

27.07.1992 Repair ‘VEHICLE RECLASSIFY’.
27.07.1992 Repair ‘VEHICLE STENCILS’.
27.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 434 E’

AFPL 537

Details: wagon ‘AFPL 537 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 06.06.1928
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 14.12.1995
Due Triple Valve: 29.10.1988
Last Single Car Test: 23.06.1992
Last Lift: 11.08.1983

15.05.1990 Repair ‘HANDRAILS’.
15.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGL 537 P’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘CENTRE SILL’.
23.06.1992 Repair ‘DOOR COMPLETE’.
23.06.1992 Repair ‘END BRAKE COCK’.
23.06.1992 Repair ‘HANDRAILS’.
23.06.1992 Repair ‘HANDRAILS’.
23.06.1992 Repair ‘SIDE BOARDS’.
23.06.1992 Repair ‘SIDE STEP’.
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23.06.1992 Repair ‘STANCHION’.
23.06.1992 Repair ‘STANCHION’.
23.06.1992 Repair ‘STEP’.
23.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘VEHICLE RECLASSIFY’.
23.06.1992 Repair ‘VEHICLE STENCILS’.
23.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 537 P’
21.05.1993 Repair ‘STEP’.
18.12.1993 Repair ‘SIDE STEP’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

AFPL 554

Details: wagon ‘AFPL 554 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 07.07.1925
Operating System: AN
Intended Use: PIPES
Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE SZ WC
Return to Service Date: 20.03.1996
Due Triple Valve: 01.11.1988
Last Single Car Test: 03.08.1992
Last Lift: 18.04.1983

12.09.1991 Repair ‘DOOR LOCK MECHANISM’.
12.09.1991 Repair ‘SIDE STEP’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOGL 554 E’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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2.38. Wagon classification starting with ‘AFP’

10.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AOGL 554 E’

08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER
DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘CENTRE SILL’.
03.08.1992 Repair ‘DOOR COMPLETE’.
03.08.1992 Repair ‘HANDRAILS’.
03.08.1992 Repair ‘HANDRAILS’.
03.08.1992 Repair ‘HANDRAILS END’.
03.08.1992 Repair ‘SIDE BOARDS’.
03.08.1992 Repair ‘SIDE STEP’.
03.08.1992 Repair ‘STANCHION’.
03.08.1992 Repair ‘STANCHION’.
03.08.1992 Repair ‘STEP’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘VEHICLE RECLASSIFY’.
03.08.1992 Repair ‘VEHICLE STENCILS’.
03.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 554 E’
29.07.1993 Repair ‘END HOSE’.
04.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

AFPL 563

Details: wagon ‘AFPL 563 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.03.1925
Operating System: AN
Intended Use: PIPES
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Remarks: EX AOGL
BSG Code: FXFZ

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ WC
Return to Service Date: 26.03.1994
Due Triple Valve: 11.06.1992
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 14.07.1992
Last Lift: 12.03.1987

25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 563 D’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1991 Repair ‘VEHICLE STENCILS’.
01.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOGL 563 D’
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGL 563 D’
08.05.1992 Alteration complete ‘CONVERT ‘AOGL’ TO ‘AFPL’ (10 REQUIRED) AS PER

DRAWINGS A/5-C-6604, A/8-C-6968 & A0/W1-106 FOR SANTOS PIPE TRAFFIC
FROM PORT ADELAIDE TO COPLEY. AOGL 10 NO. TO BE SELECTED. (RS4699)’.
New class: ‘AFPL’.

14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘CENTRE SILL’.
14.07.1992 Repair ‘DOOR COMPLETE’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘SIDE BOARDS’.
14.07.1992 Repair ‘SIDE STEP’.
14.07.1992 Repair ‘STEP’.
14.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 563 D’
26.03.1994 Repair ‘VEHICLE COMPLETE’.

2.39 Wagon classification starting with ‘AFR’

AFRF 1597

09.04.1992 Reclassified from wagon ‘AFRF 1597 Y’ to ’ wagon ‘AKRF 1597 B’.
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2.40. Wagon classification starting with ‘AFS’

AFRF 1600

28.11.1989 Reclassified from wagon ‘AFRF 1600 B’ to ’ wagon ‘AKRF 1600 L’.

AFRF 1633

23.11.1988 Reclassified from wagon ‘AFRF 1633 G’ to ’ wagon ‘AKRF 1633 Q’.

AFRF 1634

01.07.1989 Reclassified from wagon ‘AFRF 1634 P’ to ’ wagon ‘AKRF 1634 C’.

AFRF 1666

16.01.1990 Reclassified from wagon ‘AFRF 1666 L’ to ’ wagon ‘AKRF 1666 V’.

AFRF 1752

11.08.1990 Reclassified from wagon ‘AFRF 1752 U’ to ’ wagon ‘AKRF 1752 H’.

AFRY 1658

01.08.1991 Reclassified from wagon ‘AFRY 1658 F’ to ’ wagon ‘AKRF 1658 X’.

AFRY 1750

24.01.1990 Reclassified from wagon ‘AFRY 1750 J’ to ’ wagon ‘AKRF 1750 M’.

AFRY 1763

07.06.1989 Reclassified from wagon ‘AFRY 1763 V’ to ’ wagon ‘AKRF 1763 B’.

2.40 Wagon classification starting with ‘AFS’

AFSY 102

04.06.1994 Reclassified from wagon ‘AFSY 102 L’ to ’ wagon ‘RFSY 102 F’.

AFSY 103

29.05.1994 Reclassified from wagon ‘AFSY 103 U’ to ’ wagon ‘RFSY 103 Y’.

AFSY 104

13.10.1994 Reclassified from wagon ‘AFSY 104 G’ to ’ wagon ‘RFSY 104 A’.

AFSY 106

11.09.1987 Reclassified from wagon ‘AFSY 106 B’ to ’ wagon ‘AQNY 106 X’.
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AFSY 108

16.05.1994 Reclassified from wagon ‘AFSY 108 T’ to ’ wagon ‘RFSY 108 N’.

AFSY 110

30.07.1994 Reclassified from wagon ‘AFSY 110 B’ to ’ wagon ‘RFSY 110 S’.

AFSY 111

16.05.1994 Reclassified from wagon ‘AFSY 111 K’ to ’ wagon ‘RFSY 111 E’.

AFSY 112

26.07.1994 Reclassified from wagon ‘AFSY 112 T’ to ’ wagon ‘RFSY 112 N’.

AFSY 113

19.04.1994 Reclassified from wagon ‘AFSY 113 F’ to ’ wagon ‘RFSY 113 W’.

AFSY 118

07.10.1994 Reclassified from wagon ‘AFSY 118 E’ to ’ wagon ‘RFSY 118 V’.

AFSY 119

29.05.1994 Reclassified from wagon ‘AFSY 119 N’ to ’ wagon ‘RFSY 119 H’.

AFSY 122

16.05.1994 Reclassified from wagon ‘AFSY 122 E’ to ’ wagon ‘RFSY 122 V’.

AFSY 123

29.05.1994 Reclassified from wagon ‘AFSY 123 N’ to ’ wagon ‘RFSY 123 H’.

AFSY 125

02.05.1994 Reclassified from wagon ‘AFSY 125 X’ to ’ wagon ‘RFSY 125 C’.

AFSY 127

29.05.1994 Reclassified from wagon ‘AFSY 127 D’ to ’ wagon ‘RFSY 127 U’.

AFSY 128

04.06.1994 Reclassified from wagon ‘AFSY 128 M’ to ’ wagon ‘RFSY 128 G’.

AFSY 138

29.05.1994 Reclassified from wagon ‘AFSY 138 U’ to ’ wagon ‘RFSY 138 Y’.

820
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AFSY 139

28.05.1994 Reclassified from wagon ‘AFSY 139 G’ to ’ wagon ‘RFSY 139 A’.

AFSY 141

15.05.1994 Reclassified from wagon ‘AFSY 141 L’ to ’ wagon ‘RFSY 141 F’.

AFSY 143

26.04.1994 Reclassified from wagon ‘AFSY 143 G’ to ’ wagon ‘RFSY 143 A’.

AFSY 174

19.10.1992 Reclassified from wagon ‘AFSY 174 Q’ to ’ wagon ‘AKLF 174 V’.

AFSY 175

15.10.1992 Reclassified from wagon ‘AFSY 175 C’ to ’ wagon ‘AKLF 175 H’.

AFSY 178

20.10.1992 Reclassified from wagon ‘AFSY 178 G’ to ’ wagon ‘AKLF 178 L’.

AFSY 183

22.10.1992 Reclassified from wagon ‘AFSY 183 P’ to ’ wagon ‘AKLF 183 U’.

AFSY 184

09.10.1992 Reclassified from wagon ‘AFSY 184 B’ to ’ wagon ‘AKLF 184 G’.

AFSY 186

16.10.1992 Reclassified from wagon ‘AFSY 186 T’ to ’ wagon ‘AKLF 186 B’.

AFSY 188

10.10.1992 Reclassified from wagon ‘AFSY 188 Y’ to ’ wagon ‘AKLF 188 T’.

AFSY 191

21.10.1992 Reclassified from wagon ‘AFSY 191 F’ to ’ wagon ‘AKLF 191 K’.

AFSY 198

15.10.1992 Reclassified from wagon ‘AFSY 198 W’ to ’ wagon ‘AKLF 198 E’.

AFSY 500

04.06.1994 Reclassified from wagon ‘AFSY 500 V’ to ’ wagon ‘RFSY 500 P’.
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AFSY 501

28.05.1994 Reclassified from wagon ‘AFSY 501 H’ to ’ wagon ‘RFSY 501 B’.

AFSY 502

30.12.1992 Reclassified from wagon ‘AFSY 502 Q’ to ’ wagon ‘AFLY 502 S’.

AFSY 503

16.05.1994 Reclassified from wagon ‘AFSY 503 C’ to ’ wagon ‘RFSY 503 T’.

AFSY 505

04.06.1994 Reclassified from wagon ‘AFSY 505 U’ to ’ wagon ‘RFSY 505 Y’.

AFSY 506

16.05.1994 Reclassified from wagon ‘AFSY 506 G’ to ’ wagon ‘RFSY 506 A’.

AFSY 507

28.05.1994 Reclassified from wagon ‘AFSY 507 P’ to ’ wagon ‘RFSY 507 J’.

AFSY 508

06.08.1994 Reclassified from wagon ‘AFSY 508 B’ to ’ wagon ‘RFSY 508 S’.

AFSY 509

14.10.1994 Reclassified from wagon ‘AFSY 509 K’ to ’ wagon ‘RFSY 509 E’.

AFSY 510

21.07.1994 Reclassified from wagon ‘AFSY 510 G’ to ’ wagon ‘RFSY 510 A’.

AFSY 511

16.05.1994 Reclassified from wagon ‘AFSY 511 P’ to ’ wagon ‘RFSY 511 J’.

AFSY 512

26.04.1994 Reclassified from wagon ‘AFSY 512 B’ to ’ wagon ‘RFSY 512 S’.

AFSY 513

16.05.1994 Reclassified from wagon ‘AFSY 513 K’ to ’ wagon ‘RFSY 513 E’.

AFSY 514

25.07.1994 Reclassified from wagon ‘AFSY 514 T’ to ’ wagon ‘RFSY 514 N’.
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AFSY 515

16.05.1994 Reclassified from wagon ‘AFSY 515 F’ to ’ wagon ‘RFSY 515 W’.

AFSY 516

14.05.1994 Reclassified from wagon ‘AFSY 516 Y’ to ’ wagon ‘RFSY 516 X’.

AFSY 517

16.05.1994 Reclassified from wagon ‘AFSY 517 A’ to ’ wagon ‘RFSY 517 R’.

AFSY 518

19.05.1994 Reclassified from wagon ‘AFSY 518 J’ to ’ wagon ‘RFSY 518 D’.

AFSY 519

05.06.1994 Reclassified from wagon ‘AFSY 519 S’ to ’ wagon ‘RFSY 519 M’.

AFSY 520

13.10.1994 Reclassified from wagon ‘AFSY 520 Y’ to ’ wagon ‘RFSY 520 X’.

AFSY 521

29.05.1994 Reclassified from wagon ‘AFSY 521 A’ to ’ wagon ‘RFSY 521 R’.

AFSY 522

16.05.1994 Reclassified from wagon ‘AFSY 522 J’ to ’ wagon ‘RFSY 522 D’.

AFSY 523

06.09.1994 Reclassified from wagon ‘AFSY 523 S’ to ’ wagon ‘RFSY 523 M’.

AFSY 524

09.08.1994 Reclassified from wagon ‘AFSY 524 E’ to ’ wagon ‘RFSY 524 V’.

AFSY 525

26.07.1994 Reclassified from wagon ‘AFSY 525 N’ to ’ wagon ‘RFSY 525 H’.

AFSY 526

29.05.1994 Reclassified from wagon ‘AFSY 526 W’ to ’ wagon ‘RFSY 526 Q’.

AFSY 527

04.06.1994 Reclassified from wagon ‘AFSY 527 X’ to ’ wagon ‘RFSY 527 C’.
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2.41 Wagon classification starting with ‘AFT’

AFTA 8630

10.04.1989 Reclassified from wagon ‘AFTA 8630 H’ to ’ wagon ‘AZVL 8630 F’.

AFTF 8559

21.02.1991 Reclassified from wagon ‘AFTF 8559 C’ to ’ wagon ‘AFTL 8559 D’.

AFTF 8572

Details: wagon ‘AFTF 8572 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $4020
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 02.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFTY;CCE USE
BSG Code: DSFZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PB AH
Return to Service Date: 12.04.1990
Last Lift: 14.04.1975

14.01.1988 Alteration complete ‘RECLASSIFY AFTY TO AFTF - REFER RS4231
(RS3031)’. New class: ‘AFTF’.

12.04.1990 Repair ‘VEHICLE RECLASSIFY’.
12.04.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AFTY 8572 X’

AFTF 8574

Details: wagon ‘AFTF 8574 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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2.41. Wagon classification starting with ‘AFT’

Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $4020
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 02.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFTY;CCE USE
BSG Code: DSFZ

Capacity of 55.9 tonnes

Fleet Grp Code: PB PZ AH
Return to Service Date: 17.03.1994
Last Lift: 21.09.1981

14.01.1988 Alteration complete ‘RECLASSIFY AFTY TO AFTF - REFER RS4231
(RS3031)’. New class: ‘AFTF’.

17.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1994 Repair ‘HANDRAILS END’.

AFTF 8695

Details: wagon ‘AFTF 8695 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $4020
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 10.12.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFTY;CCE USE
BSG Code: DSFZ

Capacity of 55.9 tonnes
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Fleet Grp Code: PB PZ AH
Return to Service Date: 05.02.1988
Last Lift: 06.01.1987

14.01.1988 Alteration complete ‘RECLASSIFY AFTY TO AFTF - REFER RS4231
(RS3031)’. New class: ‘AFTF’.

AFTL 8469

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BRAKE PULL ROD’.
06.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘SIDE BEARER’.
06.12.1989 Repair ‘VEHICLE RECLASSIFY’.
06.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBY 8469 H’
21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATBY 8469 H’
21.02.1991 Alteration complete ‘RECLASS AFTF8559 & ATBY8469 TO AFTL FOR

WELL WAGON TRANSFERS TO PT. AUGUSTA (RS3108)’. New class: ‘AFTL’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRANCH PIPE’.
08.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AFTL 8559

Details: wagon ‘AFTL 8559 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $4020
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
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2.41. Wagon classification starting with ‘AFT’

Diagram Book Page No.: CB F-9
Date Built: 18.06.1927
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 07.05.94
BSG Code: FXFZ

Capacity of 55.9 tonnes

Fleet Grp Code: AE WJ
Return to Service Date: 07.05.1994
Due Triple Valve: 18.09.1991
Last Brake Cylinder: 08.05.1991
Last Lift: 09.12.1986

14.01.1988 Alteration complete ‘RECLASSIFY AFTY TO AFTF - REFER RS4231
(RS3031)’. New class: ‘AFTF’.

11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.09.1990 Repair ‘HANDBRAKE HANDLE’.
11.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘STEP’.
11.09.1990 Repair ‘TRAIN PIPE (END)’.
11.09.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AFTF 8559 C’
21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFTF 8559 C’
21.02.1991 Alteration complete ‘RECLASS AFTF8559 & ATBY8469 TO AFTL FOR

WELL WAGON TRANSFERS TO PT. AUGUSTA (RS3108)’. New class: ‘AFTL’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘STEP’.
03.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1993 Repair ‘HANDRAILS END’.
03.12.1993 Repair ‘STEP’.
13.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1993 Repair ‘HANDBRAKE HANDLE’.
07.05.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AFTY 8572

12.04.1990 Reclassified from wagon ‘AFTY 8572 X’ to ’ wagon ‘AFTF 8572 B’.

AFTY 8574

05.02.1988 Reclassified from wagon ‘AFTY 8574 D’ to ’ wagon ‘AFTF 8574 T’.
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AFTY 8621

20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFTY 8695

05.02.1988 Reclassified from wagon ‘AFTY 8695 M’ to ’ wagon ‘AFTF 8695 F’.

2.42 Wagon classification starting with ‘AFW’

AFWY 2

11.06.1994 Reclassified from wagon ‘AFWY 2 Q’ to ’ wagon ‘RFIY 2 Y’.

AFWY 9

29.05.1994 Reclassified from wagon ‘AFWY 9 K’ to ’ wagon ‘RFIY 9 X’.

AFWY 10

16.05.1994 Reclassified from wagon ‘AFWY 10 G’ to ’ wagon ‘RFIY 10 E’.

AFWY 15

28.05.1994 Reclassified from wagon ‘AFWY 15 F’ to ’ wagon ‘RFIY 15 D’.

AFWY 16

29.05.1994 Reclassified from wagon ‘AFWY 16 Y’ to ’ wagon ‘RFIY 16 M’.

AFWY 19

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘HITCH SCREW MECHANISM’.
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04.08.1989 Repair ‘VEHICLE RECLASSIFY’.
04.08.1989 Repair ‘WHEEL SET’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 19 W’
11.09.1989 Repair ‘END HOSE’.
26.09.1989 Repair ‘HITCH SCREW MECHANISM’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.03.1990 Repair ‘TRAIN PIPE’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE BEARERS’.
04.09.1990 Repair ‘BOGIE BOLSTER’.
04.09.1990 Repair ‘COUPLER KNUCKLE’.
04.09.1990 Repair ‘WHEEL SET’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘TRAIN PIPE (END)’.
02.08.1991 Repair ‘TRAIN PIPE (END)’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE BOLSTER’.
16.08.1991 Repair ‘BOGIE SIDEFRAME’.
16.08.1991 Repair ‘BRAKE BLOCK RB95’.
16.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1991 Repair ‘HANDRAILS’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BRAKE PULL ROD’.
14.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘HITCH COMPLETE’.
06.12.1991 Repair ‘END HOSE’.
17.12.1991 Repair ‘END HOSE’.
30.01.1992 Repair ‘HITCH COMPLETE’.
30.01.1992 Repair ‘HITCH LOCK MECHANISM’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BEARERS’.
11.02.1992 Repair ‘SIDE BEARER’.
11.02.1992 Repair ‘TRAIN PIPE (END)’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘HITCH COMPLETE’.
18.11.1992 Repair ‘HITCH SCREW MECHANISM’.
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BOLSTER’.
10.03.1993 Repair ‘BOGIE SIDEFRAME’.
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10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BRAKE BLOCK RB95’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘HOSE FITTINGS’.
03.06.1993 Repair ‘WHEEL SET’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO ‘RFIY‘.

(NRC008)’. New class: ‘RFIY’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.

AFWY 23

30.08.1994 Reclassified from wagon ‘AFWY 23 S’ to ’ wagon ‘RFIY 23 Q’.

AFWY 25

04.06.1994 Reclassified from wagon ‘AFWY 25 N’ to ’ wagon ‘RFIY 25 L’.

AFWY 32

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘COUPLER COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.07.1989 Repair ‘END SHEETING’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘HANDRAILS’.
12.07.1989 Repair ‘SIDE STEP’.
12.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1989 Repair ‘WHEEL SET’.
12.07.1989 Repair ‘YOKE CARRIER’.
12.07.1989 Repair ‘YOKE COMPLETE’.
12.07.1989 Repair ‘YOKE FOLLOWER’.
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12.07.1989 Repair ‘YOKE PIN’.
12.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘HITCH LOCK MECHANISM’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘TRAIN PIPE (END)’.
30.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1990 Repair ‘HITCH COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.11.1993 Repair ‘HITCH COMPLETE’.
16.01.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AFWY 35

11.05.1994 Reclassified from wagon ‘AFWY 35 V’ to ’ wagon ‘RFIY 35 T’.

AFWY 37

16.05.1994 Reclassified from wagon ‘AFWY 37 Q’ to ’ wagon ‘RFIY 37 Y’.

AFWY 39

26.07.1994 Reclassified from wagon ‘AFWY 39 L’ to ’ wagon ‘RFIY 39 J’.

AFWY 41

29.05.1994 Reclassified from wagon ‘AFWY 41 Q’ to ’ wagon ‘RFIY 41 Y’.

AFWY 44

Details: wagon ‘AFWY 44 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-17
Date Built: 01.12.1963
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY
BSG Code: FSFV

831



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CZ
Return to Service Date: 27.05.1996
Last Brake Cylinder: 25.07.1989
Last Single Car Test: 08.08.1989
Last Lift: 19.03.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BODY COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘HITCH COMPLETE’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘VEHICLE STENCILS’.
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BEARERS’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1990 Repair ‘TRAIN PIPE (END)’.
11.01.1990 Repair ‘TRAIN PIPE’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘HITCH COMPLETE’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘HITCH COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘HITCH SCREW MECHANISM’.
06.06.1990 Repair ‘END BRAKE COCK’.
18.06.1990 Repair ‘END BRAKE COCK’.
20.06.1990 Repair ‘TRAIN PIPE (END)’.
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27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.06.1990 Repair ‘END HOSE’.
27.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘HITCH SCREW MECHANISM’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
14.12.1990 Repair ‘HITCH COMPLETE’.
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘HITCH COMPLETE’.
18.01.1991 Repair ‘HITCH SCREW MECHANISM’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.02.1991 Repair ‘BOGIE WEAR PLATES’.
08.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.02.1991 Repair ‘HITCH COMPLETE’.
08.02.1991 Repair ‘HITCH SCREW MECHANISM’.
08.02.1991 Repair ‘LASHING POINT’.
08.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘HITCH SCREW MECHANISM’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘HITCH COMPLETE’.
08.04.1991 Repair ‘TRAIN PIPE’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘HITCH COMPLETE’.
15.04.1991 Repair ‘HITCH SCREW MECHANISM’.
15.04.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Repair ‘HITCH COMPLETE’.
16.10.1991 Repair ‘SIDE STEP’.
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Repair ‘WEAR PLATES & SADDLES’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘STEP’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘STEP’.
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16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘HITCH COMPLETE’.
16.01.1992 Repair ‘HITCH COMPLETE’.
16.01.1992 Repair ‘SIDE STEP’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘COUPLER KNUCKLE’.
26.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘HITCH COMPLETE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘SIDE STEP’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.09.1992 Repair ‘HOSE FITTINGS’.
06.04.1994 Alteration ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO ‘RFIY‘.

(NRC008)’. New class: ‘RFIY’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

2.43 Wagon classification starting with ‘AH’

AH 811

Details: wagon ‘AH 811 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 20.5m
Tare Weight: 36.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.12.1938
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: STRUCTURAL GAUGE CAR
BSG Code: PSSZ

Capacity of 40 tonnes
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2.44 Wagon classification starting with ‘AHA’

AHAA 9583

06.06.1988 Reclassified from wagon ‘AHAA 9583 U’ to ’ wagon ‘AHAF 9583 R’.

AHAA 9594

12.02.1987 Reclassified from wagon ‘AHAA 9594 Y’ to ’ wagon ‘AHAF 9594 L’.

AHAF 9504

17.01.1991 Reclassified from wagon ‘AHAF 9504 X’ to ’ wagon ‘AHJL 5004 A’.

AHAF 9505

12.12.1990 Reclassified from wagon ‘AHAF 9505 R’ to ’ wagon ‘AHJL 5009 W’.

AHAF 9583

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAA TO AHAF - REFER RS4231
(RS3057)’. New class: ‘AHAF’.

14.08.1989 Repair ‘SIDE MEMBER’.
07.09.1989 Repair ‘LADDER’.
07.09.1989 Repair ‘STEP’.
10.11.1989 Repair ‘STEP’.
31.12.1989 Repair ‘BOGIE SPRING’.
16.02.1990 Repair ‘HANDRAILS END’.
13.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1990 Repair ‘HANDBRAKE HANDLE’.

AHAF 9590

18.01.1989 Reclassified from wagon ‘AHAF 9590 V’ to ’ wagon ‘AHAL 9590 W’.

AHAF 9594

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
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(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE SPRING’.
05.09.1989 Repair ‘HANDBRAKE HANDLE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
10.09.1989 Repair ‘HANDBRAKE HANDLE’.
18.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1989 Repair ‘HANDBRAKE HANDLE’.
27.09.1989 Repair ‘HANDBRAKE HANDLE’.
11.10.1989 Repair ‘HOSE FITTINGS’.
09.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘HANDBRAKE HANDLE’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.11.1989 Repair ‘HANDBRAKE HANDLE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAF HOPPER WAGONS. AHAF (RS4497)’.
18.05.1990 Repair ‘DOOR OPENING MECHANISM’.
18.05.1990 Repair ‘HANDBRAKE HANDLE’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE BLOCK RB95’.
25.05.1990 Repair ‘BRANCH PIPE’.
25.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1990 Repair ‘HANDBRAKE HANDLE’.
25.05.1990 Repair ‘HANDBRAKE HANDLE’.
25.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.06.1990 Repair ‘HANDBRAKE HANDLE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRAKE BLOCK RB95’.
14.06.1990 Repair ‘HANDBRAKE HANDLE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘HANDBRAKE HANDLE’.
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AHAL 1

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

06.09.1989 Repair ‘HANDBRAKE HANDLE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘DOOR OPENING MECHANISM’.
02.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1990 Repair ‘BRAKE PIN’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘BRANCH PIPE’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘DOOR HINGES AND PINS’.
12.11.1990 Repair ‘DOOR LOCK MECHANISM’.

AHAL 2

14.05.1991 Reclassified from wagon ‘AHAL 2 R’ to ’ wagon ‘AHJL 5011 E’.

AHAL 5

03.04.1991 Reclassified from wagon ‘AHAL 5 V’ to ’ wagon ‘AHJL 5006 S’.

AHAL 8

24.05.1991 Reclassified from wagon ‘AHAL 8 C’ to ’ wagon ‘AHJL 5012 N’.
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AHAL 9

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘DOOR LOCK MECHANISM’.
19.10.1990 Repair ‘GRADE CONTROL VALVE’.
19.10.1990 Repair ‘HANDBRAKE HANDLE’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.10.1990 Repair ‘COUPLER KNUCKLE’.
31.10.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘LADDER’.
31.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AHAL 11

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

26.08.1989 Repair ‘END HOSE’.
17.09.1989 Repair ‘END HOSE’.
29.10.1989 Repair ‘END HOSE’.
07.12.1989 Repair ‘TRAIN PIPE (END)’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.01.1990 Repair ‘BRAKE CONTROL PIPE’.
09.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.

AHAL 14

24.06.1991 Reclassified from wagon ‘AHAL 14 U’ to ’ wagon ‘AHJL 5014 X’.

AHAL 15

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘END FRAME MEMBER’.
08.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘DOOR LOCK MECHANISM’.
14.09.1990 Repair ‘DOOR OPENING MECHANISM’.
14.09.1990 Repair ‘GRADE CONTROL VALVE’.
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14.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.12.1990 Repair ‘END HOSE’.
27.03.1991 Repair ‘LADDER’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BRANCH PIPE’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.

AHAL 16

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RCLASSIFY AHBY TO AHBF - REFER RS4231
(RS3012)’. New class: ‘AHBF’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

18.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
16.04.1990 Repair ‘LADDER’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
05.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Repair ‘HANDRAILS END’.
14.05.1990 Repair ‘HANDRAILS END’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘DISCHARGE DOOR’.
14.09.1990 Repair ‘DOOR LOCK MECHANISM’.
14.09.1990 Repair ‘GRADE CONTROL VALVE’.
14.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1990 Repair ‘HANDRAILS’.
14.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘BODY COMPLETE’.
16.02.1991 Repair ‘LADDER’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.

AHAL 17

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘DOOR OPENING MECHANISM’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘LADDER’.
01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘DOOR OPENING MECHANISM’.
04.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1989 Repair ‘VEHICLE STENCILS’.
10.09.1989 Repair ‘LADDER’.
18.10.1989 Repair ‘STEP’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
11.12.1989 Repair ‘DOOR OPENING MECHANISM’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
07.08.1990 Repair ‘DOOR OPENING MECHANISM’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘DOOR LOCK MECHANISM’.
14.09.1990 Repair ‘DOOR OPENING MECHANISM’.
14.09.1990 Repair ‘GRADE CONTROL VALVE’.
14.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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14.09.1990 Repair ‘HANDRAILS END’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
20.11.1990 Repair ‘DOOR LOCK MECHANISM’.
20.11.1990 Repair ‘DOOR OPENING MECHANISM’.
20.11.1990 Repair ‘END SILL’.
20.11.1990 Repair ‘HANDRAILS’.
20.11.1990 Repair ‘HANDRAILS END’.
20.11.1990 Repair ‘LADDER’.

AHAL 20

05.06.1991 Reclassified from wagon ‘AHAL 20 P’ to ’ wagon ‘AHJL 5013 W’.

AHAL 21

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RCLASSIFY AHBY TO AHBF - REFER RS4231
(RS3012)’. New class: ‘AHBF’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1989 Repair ‘STEP’.
09.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BOLSTER’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘GRADE CONTROL VALVE’.
30.12.1989 Repair ‘LADDER’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.08.1990 Repair ‘BRANCH PIPE’.
23.08.1990 Repair ‘END BRAKE COCK’.
23.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘DOOR OPENING MECHANISM’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘DOOR LOCK MECHANISM’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
17.03.1991 Repair ‘END HOSE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.

AHAL 22

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

06.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘STEP’.
08.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘LADDER’.
14.03.1990 Repair ‘STEP’.
26.03.1990 Repair ‘END HOSE’.
26.03.1990 Repair ‘HOSE FITTINGS’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1990 Repair ‘SIDE STEP’.
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22.07.1990 Repair ‘STEP’.
22.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘DOOR OPENING MECHANISM’.
02.11.1990 Repair ‘HANDBRAKE HANDLE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
05.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘DOOR LOCK MECHANISM’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
24.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRANCH PIPE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘DOOR OPENING MECHANISM’.

AHAL 27

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘COUPLER KNUCKLE’.
11.09.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1989 Repair ‘HANDRAILS END’.
11.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
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11.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1990 Repair ‘HANDBRAKE HANDLE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘DOOR OPENING MECHANISM’.
30.08.1990 Repair ‘END FRAME MEMBER’.
30.08.1990 Repair ‘LADDER’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Repair ‘CARD OR CLIP HOLDER’.
24.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.09.1990 Repair ‘DOOR LOCK MECHANISM’.
24.09.1990 Repair ‘DOOR LOCK MECHANISM’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘STANCHION’.
14.02.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Repair ‘VEHICLE COMPLETE’.
16.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1991 Repair ‘DOOR HOPPER LOADING’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘BOGIE SPRING’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘GRADE CONTROL VALVE’.

AHAL 9510

12.12.1990 Reclassified from wagon ‘AHAL 9510 E’ to ’ wagon ‘AHJL 9510 X’.

AHAL 9558

14.03.1988 Reclassified from wagon ‘AHAL 9558 Q’ to ’ wagon ‘AHSF 9558 A’.

AHAL 9578

14.01.1991 Reclassified from wagon ‘AHAL 9578 J’ to ’ wagon ‘AHJL 5003 Y’.
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AHAL 9590

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

22.07.1988 Alteration complete ‘COVERT 8 ‘AHAF’ WAGONS FROM LIMESTONE TO
COKE TRAFFIC AND RECLASSIFY TO ‘AHAL’. RESTENCIL ‘COKE TRAFFIC
WHYALLA - OSBORNE’. FIT MULTI-HOLE PULLRODS. FIT BOGIES EX ‘AHSL’.
REPOSITION BRAKE CYLINDER, TOWING LUG AND STIRRUP STEP.
ALTERATION FORM RS4301 TO BE HANDLED CONCURRENTLY WITH RS4302.
(RS4302)’. New class: ‘AHAL’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE LEVER’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘LADDER’.
01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘CARD OR CLIP HOLDER’.
19.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.03.1990 Repair ‘COUPLER KNUCKLE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Repair ‘DOOR COMPLETE’.
13.09.1990 Repair ‘DOOR LOCK MECHANISM’.
13.09.1990 Repair ‘DOOR OPENING MECHANISM’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘DOOR LOCK MECHANISM’.
09.11.1990 Repair ‘END FRAME MEMBER’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘LADDER’.
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06.02.1991 Repair ‘LADDER’.

AHAL 9593

30.11.1990 Reclassified from wagon ‘AHAL 9593 D’ to ’ wagon ‘AHJL 5008 N’.

AHAL 9595

04.10.1990 Reclassified from wagon ‘AHAL 9595 V’ to ’ wagon ‘AHJL 5002 F’.

AHAY 9578

11.11.1987 Reclassified from wagon ‘AHAY 9578 P’ to ’ wagon ‘AHSF 9578 Q’.
17.02.1988 Reclassified from wagon ‘AHAY 9578 P’ to ’ wagon ‘AHSL 9578 R’.

AHAY 9594

17.12.1987 Reclassified from wagon ‘AHAY 9594 S’ to ’ wagon ‘AHAF 9594 L’.

2.45 Wagon classification starting with ‘AHB’

AHBA 26

18.11.1986 Reclassified from wagon ‘AHBA 26 F’ to ’ wagon ‘AHBF 26 C’.

AHBF 1

30.04.1989 Reclassified from wagon ‘AHBF 1 K’ to ’ wagon ‘AHAL 1 X’.

AHBF 15

19.04.1989 Reclassified from wagon ‘AHBF 15 X’ to ’ wagon ‘AHAL 15 G’.

AHBF 16

31.03.1989 Reclassified from wagon ‘AHBF 16 R’ to ’ wagon ‘AHAL 16 P’.

AHBF 17

31.03.1989 Reclassified from wagon ‘AHBF 17 D’ to ’ wagon ‘AHAL 17 B’.

AHBF 21

11.04.1989 Reclassified from wagon ‘AHBF 21 D’ to ’ wagon ‘AHAL 21 B’.

AHBF 22

30.04.1989 Reclassified from wagon ‘AHBF 22 M’ to ’ wagon ‘AHAL 22 K’.
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AHBF 23

15.06.1989 Reclassified from wagon ‘AHBF 23 V’ to ’ wagon ‘AHJL 5007 E’.

AHBF 26

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AHBF 27

05.04.1989 Reclassified from wagon ‘AHBF 27 L’ to ’ wagon ‘AHAL 27 J’.

AHBY 9

26.04.1989 Reclassified from wagon ‘AHBY 9 U’ to ’ wagon ‘AHAL 9 L’.

AHBY 11

11.04.1989 Reclassified from wagon ‘AHBY 11 C’ to ’ wagon ‘AHAL 11 Q’.

AHBY 26

01.10.1987 Reclassified from wagon ‘AHBY 26 J’ to ’ wagon ‘AHBF 26 C’.

2.46 Wagon classification starting with ‘AHC’

AHCL 20

Details: wagon ‘AHCL 20 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 145
Date Built: 15.12.1967
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Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 16.01.1991
Due Triple Valve: 10.06.1996
Last Brake Cylinder: 06.10.1988
Last Single Car Test: 13.09.1990
Last Lift: 08.10.1987

20.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHCY 20 E’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.01.1990 Repair ‘BRAKE LEVER’.
26.01.1990 Repair ‘BRAKE PIN’.
26.01.1990 Repair ‘BRAKE PULL ROD’.
26.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCY 20 E’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCY 20 E’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCY 20 E’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘EMPTY LOAD VALVE’.
26.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCY 20 E’
04.07.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘CEMENT WAG. CONES’.
04.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.07.1990 Repair ‘DISCHARGE DOOR’.
04.07.1990 Repair ‘END SHEETING’.
04.07.1990 Repair ‘STEP’.
04.07.1990 Repair ‘VEHICLE RECLASSIFY’.
04.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘AHCY 20 E’
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04.07.1990 Issued at location ‘Islington Works’ with a previous code of wagon
‘AHCY 20 E’

06.07.1990 Alteration complete ‘(1) RECLASSIFY AHCY20E TO AHCL20V. (2)
REMOVE CONSTANT CONTACT SIDEBEARER BOGIES AND REPLACE WITH
STANDARD EXCHANGE BOGIES. (3) DELETE ‘110KM/H’ STENCILLING.
(RS4522)’. New class: ‘AHCL’.

12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.01.1991 Repair ‘VEHICLE COMPLETE’.

AHCL 21

Details: wagon ‘AHCL 21 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 145
Date Built: 21.12.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX ALKY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 10.07.1990
Due Triple Valve: 23.05.1991
Last Brake Cylinder: 23.05.1990
Last Single Car Test: 10.07.1990
Last Lift: 05.01.1987

23.02.1987 Alteration complete ‘CONVERT (5) ‘ALKY’ LOUVRE VAN TO CARRY BULK
CEMENT AND FLYASH, FIT ABXC BOGIES AND RECLASSIFY AND RENUMBER
TO ‘AHCL’ 20-25. (RS4179)’. Length Over Headstocks: ‘9.9m’. Tare Weight:
‘23tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHCL’. Intended use: ‘CEMENT’. Capacity: ‘55T.’

18.01.1989 Alteration complete ‘FIT HANDBRAKE STEPS (STIRRUP TYPE WITH TOE
GUARD) TO AHCL/AHCY WAGONS IN LIEU OF STANDARD STIRRUP STEP. ***
CANCELLED AFTER TWO WAGONS COMPLETED *** (RS4377)’.

21.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 6 NO. ‘AHCL’ HOPPERS. AHCL 20 - 25. (RS4380)’.
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17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS
PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.05.1990 Repair ‘EMPTY LOAD VALVE’.
23.05.1990 Repair ‘END SHEETING’.
23.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘END HOSE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.

AHCL 22

Details: wagon ‘AHCL 22 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 145
Date Built: 09.11.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX ALKY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 17.09.1990
Last Lift: 22.09.1986

23.02.1987 Alteration complete ‘CONVERT (5) ‘ALKY’ LOUVRE VAN TO CARRY BULK
CEMENT AND FLYASH, FIT ABXC BOGIES AND RECLASSIFY AND RENUMBER
TO ‘AHCL’ 20-25. (RS4179)’. Length Over Headstocks: ‘9.9m’. Tare Weight:
‘23tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHCL’. Intended use: ‘CEMENT’. Capacity: ‘55T.’

21.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 6 NO. ‘AHCL’ HOPPERS. AHCL 20 - 25. (RS4380)’.

06.07.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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AHCL 23

Details: wagon ‘AHCL 23 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 145
Date Built: 14.11.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX ALKY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 23.05.1990
Due Triple Valve: 23.05.1991
Last Brake Cylinder: 23.05.1990
Last Lift: 01.06.1981

23.02.1987 Alteration complete ‘CONVERT (5) ‘ALKY’ LOUVRE VAN TO CARRY BULK
CEMENT AND FLYASH, FIT ABXC BOGIES AND RECLASSIFY AND RENUMBER
TO ‘AHCL’ 20-25. (RS4179)’. Length Over Headstocks: ‘9.9m’. Tare Weight:
‘23tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHCL’. Intended use: ‘CEMENT’. Capacity: ‘55T.’

21.02.1989 Alteration ‘FIT AERATION PANELS AND SIDE DISCHARGE PIPES TO 6
NO. ‘AHCL’ HOPPERS. AHCL 20 - 25. (RS4380)’.

30.04.1990 Repair ‘SIDE STEP’.
17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS

PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘END SHEETING’.
23.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

AHCL 24

Details: wagon ‘AHCL 24 L’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 145
Date Built: 01.12.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX ALKY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 21.03.1990
Last Lift: 15.05.1981

23.02.1987 Alteration complete ‘CONVERT (5) ‘ALKY’ LOUVRE VAN TO CARRY BULK
CEMENT AND FLYASH, FIT ABXC BOGIES AND RECLASSIFY AND RENUMBER
TO ‘AHCL’ 20-25. (RS4179)’. Length Over Headstocks: ‘9.9m’. Tare Weight:
‘23tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHCL’. Intended use: ‘CEMENT’. Capacity: ‘55T.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 6 NO. ‘AHCL’ HOPPERS. AHCL 20 - 25. (RS4380)’.

07.09.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.09.1989 Repair ‘VEHICLE STENCILS’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘DISCHARGE DOOR’.
21.03.1990 Repair ‘SIDE MEMBER’.

AHCL 25

Details: wagon ‘AHCL 25 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 145
Date Built: 30.11.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX ALKY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 13.03.1991
Due Triple Valve: 24.05.1991
Last Brake Cylinder: 24.05.1990
Last Lift: 06.05.1981

23.02.1987 Alteration complete ‘CONVERT (5) ‘ALKY’ LOUVRE VAN TO CARRY BULK
CEMENT AND FLYASH, FIT ABXC BOGIES AND RECLASSIFY AND RENUMBER
TO ‘AHCL’ 20-25. (RS4179)’. Length Over Headstocks: ‘9.9m’. Tare Weight:
‘23tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHCL’. Intended use: ‘CEMENT’. Capacity: ‘55T.’

21.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 6 NO. ‘AHCL’ HOPPERS. AHCL 20 - 25. (RS4380)’.

06.07.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
16.03.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS

PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘END SHEETING’.
24.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
13.03.1991 Repair ‘END BRAKE COCK’.

AHCL 3244

27.11.1990 Reclassified from wagon ‘AHCL 3244 N’ to ’ wagon ‘AHCY 3244 T’.

AHCL 3245

05.12.1990 Reclassified from wagon ‘AHCL 3245 W’ to ’ wagon ‘AHCY 3245 F’.
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AHCL 3248

07.12.1990 Reclassified from wagon ‘AHCL 3248 D’ to ’ wagon ‘AHCY 3248 J’.

AHCL 3253

26.02.1991 Reclassified from wagon ‘AHCL 3253 M’ to ’ wagon ‘AHCY 3253 S’.

AHCL 3259

27.11.1990 Reclassified from wagon ‘AHCL 3259 U’ to ’ wagon ‘AHCY 3259 D’.

AHCL 3260

30.11.1990 Reclassified from wagon ‘AHCL 3260 Q’ to ’ wagon ‘AHCY 3260 W’.

AHCL 9596

Details: wagon ‘AHCL 9596 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 19.02.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9511)
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 23.09.1991
Due Triple Valve: 24.09.1992
Last Brake Cylinder: 26.01.1989
Last Single Car Test: 24.09.1991
Last Lift: 01.10.1985

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

17.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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30.06.1990 Repair ‘STEP’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘CEMENT WAG. VALVES’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

AHCL 9597

Details: wagon ‘AHCL 9597 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 22.02.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9513)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 30.03.1990
Due Triple Valve: 18.05.1989
Last Brake Cylinder: 18.05.1988
Last Single Car Test: 14.11.1988
Last Lift: 18.12.1984

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

26.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.10.1989 Repair ‘DOOR COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1990 Repair ‘COUPLER KNUCKLE’.
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AHCL 9598

Details: wagon ‘AHCL 9598 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 22.02.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9512)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 04.05.1989
Last Single Car Test: 06.02.1989
Last Lift: 14.10.1986

22.02.1985 Alteration complete ‘FIT AAR TYPE VERTICAL WHEEL TYPE GEARED
HANDBRAKES TO 18 NO ‘AHCL’ HOPPER WAGONS TO MAKE SUITABLE FOR
TRANSIT INTO VICTORIA A/C FLY ASH TRAFFIC. AHCL 9596 TO 9613 (RS4027)’.

13.02.1989 Alteration ‘FIT AERATION PANELS AND SIDE DISCHARGE PIPES TO 18
NO. ‘AHCL’ HOPPERS. (RS4381)’.

24.08.1989 Repair ‘END COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘DISCHARGE DOOR’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.02.1991 Repair ‘STEP’.
13.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
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AHCL 9599

Details: wagon ‘AHCL 9599 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 13.04.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9520)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 10.03.1995
Due Triple Valve: 17.12.1989
Last Brake Cylinder: 01.05.1989
Last Single Car Test: 17.10.1988
Last Lift: 03.05.1984

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

07.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘DOOR COMPLETE’.
01.12.1989 Repair ‘STEP’.
01.12.1989 Repair ‘STEP’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘CARD OR CLIP HOLDER’.
30.03.1990 Repair ‘CEMENT WAG. VALVES’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘CEMENT WAG. CONES’.
07.08.1990 Repair ‘CEMENT WAG. HATCH COVER’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.

AHCL 9600

Details: wagon ‘AHCL 9600 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 31.03.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9519)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 20.08.1990
Due Triple Valve: 24.05.1991
Last Brake Cylinder: 12.10.1988
Last Single Car Test: 28.11.1988
Last Lift: 20.06.1986

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

24.08.1989 Repair ‘END COMPLETE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
24.05.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.07.1990 Repair ‘STEP’.
20.08.1990 Repair ‘SIDE SHEET’.

AHCL 9601

Details: wagon ‘AHCL 9601 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 08.04.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9515)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 12.07.1991
Due Triple Valve: 01.04.1988
Last Lift: 01.03.1984

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

16.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.07.1991 Repair ‘STEP’.

AHCL 9602

Details: wagon ‘AHCL 9602 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 08.03.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9516)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 05.01.1989
Last Lift: 08.09.1981
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13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

16.10.1989 Repair ‘END COMPLETE’.
10.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.02.1991 Repair ‘STEP’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

AHCL 9603

Details: wagon ‘AHCL 9603 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8540
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 18.03.1957
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 02.07.1991
Due Triple Valve: 16.05.1990
Last Brake Cylinder: 10.09.1988
Last Single Car Test: 24.01.1991
Last Lift: 17.02.1981

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

26.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.10.1989 Repair ‘DOOR COMPLETE’.
08.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Repair ‘CEMENT WAG. HATCH COVER’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRANCH PIPE’.
13.02.1991 Repair ‘HANDRAILS END’.
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27.06.1991 Repair ‘HANDRAILS END’.
02.07.1991 Repair ‘HANDRAILS END’.

AHCL 9604

Details: wagon ‘AHCL 9604 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8540
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 18.03.1957
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 02.07.1991
Due Triple Valve: 20.06.1991
Last Brake Cylinder: 20.06.1990
Last Single Car Test: 14.05.1991
Last Lift: 22.09.1986

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

15.09.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.09.1989 Repair ‘VEHICLE COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
08.03.1990 Repair ‘STEP’.
08.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1990 Repair ‘DISCHARGE DOOR’.
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘DISCHARGE DOOR’.
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13.07.1990 Repair ‘STEP’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE PULL ROD’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘HANDRAILS’.

AHCL 9605

Details: wagon ‘AHCL 9605 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8540
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 19.03.1957
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 01.06.1988
Last Single Car Test: 05.08.1991
Last Lift: 13.08.1986

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

18.09.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.09.1989 Repair ‘VEHICLE COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘CEMENT WAG. VALVES’.
30.03.1990 Repair ‘CEMENT WAG. VALVES’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘STEP’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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30.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

AHCL 9606

Details: wagon ‘AHCL 9606 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8540
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 22.03.1957
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 09.01.1991
Due Triple Valve: 10.05.1990
Last Brake Cylinder: 07.05.1988
Last Lift: 24.11.1983

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

24.08.1989 Repair ‘END COMPLETE’.
10.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.03.1990 Repair ‘STEP’.
09.01.1991 Repair ‘STEP’.
09.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AHCL 9607

Details: wagon ‘AHCL 9607 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8540
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 19.03.1957
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 15.12.1989
Last Single Car Test: 09.01.1989
Last Lift: 19.12.1985

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

07.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘DOOR COMPLETE’.
06.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1989 Repair ‘BRAKE PULL ROD’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1989 Repair ‘END BRAKE COCK’.
15.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1989 Repair ‘TOP CENTRE PLATE’.
15.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘CEMENT WAG. HATCH COVER’.
07.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1993 Repair ‘TRAIN PIPE (END)’.

AHCL 9608

Details: wagon ‘AHCL 9608 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8540
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 19.10.1956
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 03.10.1991
Last Lift: 21.08.1984

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

15.09.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.09.1989 Repair ‘VEHICLE COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Repair ‘STEP’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
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AHCL 9609

Details: wagon ‘AHCL 9609 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 25.02.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9514)
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.04.1991
Due Triple Valve: 13.01.1991
Last Brake Cylinder: 13.01.1990
Last Single Car Test: 18.04.1991
Last Lift: 17.11.1986

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

15.09.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.09.1989 Repair ‘VEHICLE COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘GRADE CONTROL VALVE’.
13.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1990 Repair ‘DISCHARGE DOOR’.
18.01.1990 Repair ‘DOOR LOCK MECHANISM’.
12.03.1990 Repair ‘STEP’.
17.10.1990 Repair ‘STEP’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘BRANCH PIPE’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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AHCL 9610

Details: wagon ‘AHCL 9610 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 17.03.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9508?)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 01.06.1989
Last Lift: 03.05.1984

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

07.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘DOOR COMPLETE’.
18.01.1990 Repair ‘STEP’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘CEMENT WAG. VALVES’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

AHCL 9611

Details: wagon ‘AHCL 9611 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.4tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 28.03.1944
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9517?)
BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Lift: 07.02.1984

13.02.1989 Alteration ‘FIT AERATION PANELS AND SIDE DISCHARGE PIPES TO 18
NO. ‘AHCL’ HOPPERS. (RS4381)’.

24.08.1989 Repair ‘END COMPLETE’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.05.1990 Repair ‘GRADE CONTROL VALVE’.
16.05.1990 Repair ‘VEHICLE COMPLETE’.
21.06.1990 Repair ‘STEP’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1993 Repair ‘STEP’.

AHCL 9612

Details: wagon ‘AHCL 9612 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 02.09.1937
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Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9518?)
BSG Code: FXHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 27.03.1990
Due Triple Valve: 27.03.1991
Last Brake Cylinder: 27.03.1990
Last Single Car Test: 25.07.1988
Last Lift: 12.03.1982

13.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 18 NO. ‘AHCL’ HOPPERS. (RS4381)’.

24.08.1989 Repair ‘END COMPLETE’.
26.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.10.1989 Repair ‘DOOR COMPLETE’.
20.01.1990 Repair ‘DOOR COMPLETE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘DISCHARGE DOOR’.
21.02.1990 Repair ‘STEP’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘GRADE CONTROL VALVE’.
27.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

AHCL 9613

Details: wagon ‘AHCL 9613 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-6
Date Built: 22.10.1937
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCY (H9509)
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BSG Code: FXHC

Capacity of 50.8 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Single Car Test: 26.10.1988
Last Lift: 10.10.1986

22.02.1985 Alteration complete ‘FIT AAR TYPE VERTICAL WHEEL TYPE GEARED
HANDBRAKES TO 18 NO ‘AHCL’ HOPPER WAGONS TO MAKE SUITABLE FOR
TRANSIT INTO VICTORIA A/C FLY ASH TRAFFIC. AHCL 9596 TO 9613 (RS4027)’.

13.02.1989 Alteration ‘FIT AERATION PANELS AND SIDE DISCHARGE PIPES TO 18
NO. ‘AHCL’ HOPPERS. (RS4381)’.

24.08.1989 Repair ‘END COMPLETE’.
05.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘STEP’.
17.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1991 Repair ‘HANDRAILS’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

AHCY 20

23.02.1987 Alteration complete ‘CONVERT (5) ‘ALKY’ LOUVRE VAN TO CARRY BULK
CEMENT AND FLYASH, FIT ABXC BOGIES AND RECLASSIFY AND RENUMBER
TO ‘AHCL’ 20-25. (RS4179)’. Length Over Headstocks: ‘9.9m’. Tare Weight:
‘23tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHCL’. Intended use: ‘CEMENT’. Capacity: ‘55T.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1989 Alteration complete ‘FIT HANDBRAKE STEPS (STIRRUP TYPE WITH TOE
GUARD) TO AHCL/AHCY WAGONS IN LIEU OF STANDARD STIRRUP STEP. ***
CANCELLED AFTER TWO WAGONS COMPLETED *** (RS4377)’.

21.02.1989 Alteration complete ‘FIT AERATION PANELS AND SIDE DISCHARGE
PIPES TO 6 NO. ‘AHCL’ HOPPERS. AHCL 20 - 25. (RS4380)’.

17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS
PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCY (RS4503)’.

04.07.1990 Reclassified from wagon ‘AHCY 20 E’ to ’ wagon ‘AHCL 20 V’.

AHCY 3244

Details: wagon ‘AHCY 3244 T’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 145
Date Built: 03.01.1968
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCL
BSG Code: FBHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Due Triple Valve: 12.03.1994
Last Brake Cylinder: 24.05.1990
Last Single Car Test: 30.11.1990
Last Lift: 23.05.1987

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

29.09.1988 Alteration complete ‘FIT ‘MINER’ TCC-50 CONSTANT CONTACT
SIDEBEARERS AND ‘MINER’ RSB POCKET INSERTS TO 1435 GA. BOGIES IN
ACCORD. WITH ME.STANDARD R.31 ON 6 NO. ‘AHCL’ (1435MM GA.) CEMENT
HOPPER WAGONS. ALSO FIT MANGANESE STEEL SIDEBEARER WEARPLATES
TO WAGON UNDERFRAMES. RECLASSIFY ‘AHCY’ AND STENCIL FOR 110
KM/H OPERATION AND ‘SUITABLE FOR LIMITED BOGIE EXCHANGE’.
(RS4346)’. New class: ‘AHCY’.

08.02.1989 Alteration complete ‘CONVERT SIX ‘ALKY’ LOUVRE VANS TO CARRY
BULK CEMENT AND FLY ASH. FIT ABXC BOGIES AND RECLASSIFY ‘AHCL‘.
ALKY AS SELECTED. (RS4379)’. New class: ‘AHCL’.

15.09.1989 Repair ‘VEHICLE COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3244 N’
02.11.1989 Repair ‘END COMPLETE’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHCL 3244 N’
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3244 N’
09.03.1990 Repair ‘VEHICLE COMPLETE’.
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2.46. Wagon classification starting with ‘AHC’

09.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon
‘AHCL 3244 N’

16.03.1990 Repair ‘DISCHARGE DOOR’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AHCL 3244 N’
17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS

PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘END SHEETING’.
24.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3244 N’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘DISCHARGE DOOR’.
10.07.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3244 N’
26.11.1990 Repair ‘BOGIE BEARERS’.
26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3244 N’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘SIDE BEARER’.
27.11.1990 Repair ‘VEHICLE COMPLETE’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3244 N’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘EMPTY LOAD VALVE’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

AHCY 3245

Details: wagon ‘AHCY 3245 F’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 145
Date Built: 19.03.1968
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCL
BSG Code: FBHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 24.07.1991
Due Triple Valve: 09.06.1989
Last Brake Cylinder: 07.12.1990
Last Single Car Test: 15.07.1991
Last Lift: 04.07.1988

29.09.1988 Alteration complete ‘FIT ‘MINER’ TCC-50 CONSTANT CONTACT
SIDEBEARERS AND ‘MINER’ RSB POCKET INSERTS TO 1435 GA. BOGIES IN
ACCORD. WITH ME.STANDARD R.31 ON 6 NO. ‘AHCL’ (1435MM GA.) CEMENT
HOPPER WAGONS. ALSO FIT MANGANESE STEEL SIDEBEARER WEARPLATES
TO WAGON UNDERFRAMES. RECLASSIFY ‘AHCY’ AND STENCIL FOR 110
KM/H OPERATION AND ‘SUITABLE FOR LIMITED BOGIE EXCHANGE’.
(RS4346)’. New class: ‘AHCY’.

08.02.1989 Alteration complete ‘CONVERT SIX ‘ALKY’ LOUVRE VANS TO CARRY
BULK CEMENT AND FLY ASH. FIT ABXC BOGIES AND RECLASSIFY ‘AHCL‘.
ALKY AS SELECTED. (RS4379)’. New class: ‘AHCL’.

13.10.1989 Repair ‘BODY COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3245 W’
02.11.1989 Repair ‘END COMPLETE’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHCL 3245 W’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3245 W’
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2.46. Wagon classification starting with ‘AHC’

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1990 Repair ‘COUPLER KNUCKLE’.
06.04.1990 Repair ‘DOOR HOPPER LOADING’.
06.04.1990 Repair ‘HANDRAILS END’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3245 W’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BEARERS’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1990 Repair ‘SIDE BEARER’.
05.12.1990 Repair ‘TRAIN PIPE (END)’.
05.12.1990 Repair ‘TRAIN PIPE’.
05.12.1990 Repair ‘VEHICLE RECLASSIFY’.
05.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3245 W’
16.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘EMPTY LOAD VALVE’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘STEP’.
12.07.1991 Repair ‘STEP’.
18.07.1991 Repair ‘SIDE STEP’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AHCY 3248

Details: wagon ‘AHCY 3248 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11200
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: NS 145
Date Built: 21.12.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCL
BSG Code: FBHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 27.02.1991
Due Triple Valve: 04.11.1988
Last Single Car Test: 07.12.1990
Last Lift: 04.11.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1988 Alteration complete ‘FIT ‘MINER’ TCC-50 CONSTANT CONTACT
SIDEBEARERS AND ‘MINER’ RSB POCKET INSERTS TO 1435 GA. BOGIES IN
ACCORD. WITH ME.STANDARD R.31 ON 6 NO. ‘AHCL’ (1435MM GA.) CEMENT
HOPPER WAGONS. ALSO FIT MANGANESE STEEL SIDEBEARER WEARPLATES
TO WAGON UNDERFRAMES. RECLASSIFY ‘AHCY’ AND STENCIL FOR 110
KM/H OPERATION AND ‘SUITABLE FOR LIMITED BOGIE EXCHANGE’.
(RS4346)’. New class: ‘AHCY’.

08.02.1989 Alteration complete ‘CONVERT SIX ‘ALKY’ LOUVRE VANS TO CARRY
BULK CEMENT AND FLY ASH. FIT ABXC BOGIES AND RECLASSIFY ‘AHCL‘.
ALKY AS SELECTED. (RS4379)’. New class: ‘AHCL’.

13.10.1989 Repair ‘BODY COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3248 D’
02.11.1989 Repair ‘END COMPLETE’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHCL 3248 D’
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3248 D’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘CEMENT WAG. VALVES’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘STEP’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3248 D’
17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS

PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
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2.46. Wagon classification starting with ‘AHC’

HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

30.07.1990 Repair ‘CEMENT WAG. HATCH COVER’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3248 D’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BEARERS’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BRAKE PULL ROD’.
07.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1990 Repair ‘END HOSE’.
07.12.1990 Repair ‘SIDE BEARER’.
07.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3248 D’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BODY COMPLETE’.
27.02.1991 Repair ‘END SHEETING’.
27.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.

AHCY 3253

Details: wagon ‘AHCY 3253 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 145
Date Built: 16.01.1968
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCL
BSG Code: FBHC

Capacity of 50.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Last Single Car Test: 23.01.1991
Last Lift: 13.07.1981

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

29.09.1988 Alteration complete ‘FIT ‘MINER’ TCC-50 CONSTANT CONTACT
SIDEBEARERS AND ‘MINER’ RSB POCKET INSERTS TO 1435 GA. BOGIES IN
ACCORD. WITH ME.STANDARD R.31 ON 6 NO. ‘AHCL’ (1435MM GA.) CEMENT
HOPPER WAGONS. ALSO FIT MANGANESE STEEL SIDEBEARER WEARPLATES
TO WAGON UNDERFRAMES. RECLASSIFY ‘AHCY’ AND STENCIL FOR 110
KM/H OPERATION AND ‘SUITABLE FOR LIMITED BOGIE EXCHANGE’.
(RS4346)’. New class: ‘AHCY’.

08.02.1989 Alteration complete ‘CONVERT SIX ‘ALKY’ LOUVRE VANS TO CARRY
BULK CEMENT AND FLY ASH. FIT ABXC BOGIES AND RECLASSIFY ‘AHCL‘.
ALKY AS SELECTED. (RS4379)’. New class: ‘AHCL’.

13.10.1989 Repair ‘BODY COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3253 M’
02.11.1989 Repair ‘END COMPLETE’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHCL 3253 M’
17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS

PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

09.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
09.08.1990 Repair ‘END FRAME MEMBER’.
09.08.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.08.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3253 M’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE BEARERS’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘SIDE BEARER’.
21.01.1991 Repair ‘TOP CENTRE PLATE’.
21.01.1991 Repair ‘VEHICLE RECLASSIFY’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3253 M’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3253 M’
02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
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13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AHCY 3259

Details: wagon ‘AHCY 3259 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 145
Date Built: 30.11.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCL
BSG Code: FBHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.03.1993
Last Single Car Test: 30.11.1990
Last Lift: 21.08.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1988 Alteration complete ‘FIT ‘MINER’ TCC-50 CONSTANT CONTACT
SIDEBEARERS AND ‘MINER’ RSB POCKET INSERTS TO 1435 GA. BOGIES IN
ACCORD. WITH ME.STANDARD R.31 ON 6 NO. ‘AHCL’ (1435MM GA.) CEMENT
HOPPER WAGONS. ALSO FIT MANGANESE STEEL SIDEBEARER WEARPLATES
TO WAGON UNDERFRAMES. RECLASSIFY ‘AHCY’ AND STENCIL FOR 110
KM/H OPERATION AND ‘SUITABLE FOR LIMITED BOGIE EXCHANGE’.
(RS4346)’. New class: ‘AHCY’.

08.02.1989 Alteration complete ‘CONVERT SIX ‘ALKY’ LOUVRE VANS TO CARRY
BULK CEMENT AND FLY ASH. FIT ABXC BOGIES AND RECLASSIFY ‘AHCL‘.
ALKY AS SELECTED. (RS4379)’. New class: ‘AHCL’.

13.10.1989 Repair ‘BODY COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
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13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3259 U’
02.11.1989 Repair ‘END COMPLETE’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHCL 3259 U’
16.03.1990 Repair ‘DISCHARGE DOOR’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AHCL 3259 U’
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AHCL 3259 U’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3259 U’
17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS

PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

30.07.1990 Repair ‘CEMENT WAG. HATCH COVER’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3259 U’
26.11.1990 Repair ‘BOGIE BEARERS’.
26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3259 U’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE BEARERS’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘SIDE BEARER’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3259 U’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘END SHEETING’.
27.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘RELAY VALVE’.

AHCY 3260

Details: wagon ‘AHCY 3260 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 145
Date Built: 19.03.1968
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX AHCL
BSG Code: FBHC

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 27.02.1991
Due Triple Valve: 01.04.1988
Last Triple Valve: 20.04.1988
Last Single Car Test: 03.12.1990
Last Lift: 26.09.1986

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

29.09.1988 Alteration complete ‘FIT ‘MINER’ TCC-50 CONSTANT CONTACT
SIDEBEARERS AND ‘MINER’ RSB POCKET INSERTS TO 1435 GA. BOGIES IN
ACCORD. WITH ME.STANDARD R.31 ON 6 NO. ‘AHCL’ (1435MM GA.) CEMENT
HOPPER WAGONS. ALSO FIT MANGANESE STEEL SIDEBEARER WEARPLATES
TO WAGON UNDERFRAMES. RECLASSIFY ‘AHCY’ AND STENCIL FOR 110
KM/H OPERATION AND ‘SUITABLE FOR LIMITED BOGIE EXCHANGE’.
(RS4346)’. New class: ‘AHCY’.

08.02.1989 Alteration complete ‘CONVERT SIX ‘ALKY’ LOUVRE VANS TO CARRY
BULK CEMENT AND FLY ASH. FIT ABXC BOGIES AND RECLASSIFY ‘AHCL‘.
ALKY AS SELECTED. (RS4379)’. New class: ‘AHCL’.

13.10.1989 Repair ‘BODY COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHCL 3260 Q’
02.11.1989 Repair ‘END COMPLETE’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHCL 3260 Q’
16.03.1990 Repair ‘DISCHARGE DOOR’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AHCL 3260 Q’
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17.05.1990 Alteration complete ‘GRIND SMOOTH THE 3MM END SHEET WHICH IS
PROTRUDING PAST THE EDGE OF THE CORNER ANGLE ADJACENT TO THE
HANDBRAKE. AHCL—*** CANCELLED AFTER 8 WAGONS COMPLETED ***
(RS4502)’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘END SHEETING’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHCL 3260 Q’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BOGIE BEARERS’.
30.11.1990 Repair ‘BOGIE COMPLETE’.
30.11.1990 Repair ‘BRAKE PULL ROD’.
30.11.1990 Repair ‘SIDE BEARER’.
30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Repair ‘VEHICLE STENCILS’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3260 Q’
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHCL 3260 Q’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BODY COMPLETE’.
27.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.

2.47 Wagon classification starting with ‘AHD’

AHDL 1

Details: wagon ‘AHDL 1 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 10.10.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 21.02.1997
Due Triple Valve: 18.11.1994
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 08.06.1994
Last Lift: 20.05.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

04.10.1989 Repair ‘DISCHARGE DOOR’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR SEAL’.
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
01.12.1989 Repair ‘COUPLER COMPLETE’.
01.12.1989 Repair ‘VEHICLE LOAD CAPACITY’.
01.12.1989 Repair ‘WHEEL SET’.
30.01.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DOOR FRAME’.
07.06.1990 Repair ‘DOOR OPENING MECHANISM’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
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07.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘BRAKE PULL ROD’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘EMPTY LOAD VALVE’.
17.09.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DISCHARGE DOOR’.
19.03.1991 Repair ‘DOOR LOCK MECHANISM’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘DOOR HINGES AND PINS’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
18.07.1991 Repair ‘STEP’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘DISCHARGE DOOR’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘END BRAKE COCK’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
31.12.1991 Repair ‘DISCHARGE DOOR’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘DOOR COMPLETE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘DOOR LOCK MECHANISM’.
09.05.1992 Repair ‘DOOR SEAL’.
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09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.09.1992 Repair ‘DOOR LOCK MECHANISM’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
27.12.1992 Repair ‘STEP’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘COUPLER KNUCKLE’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘STEP’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Repair ‘WEAR PLATES & SADDLES’.
19.07.1993 Repair ‘YOKE PIN’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘DOOR LOCK MECHANISM’.
05.11.1993 Repair ‘DOOR SEAL’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Repair ‘WEAR PLATES & SADDLES’.
05.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1993 Repair ‘DISCHARGE DOOR’.
12.11.1993 Repair ‘DOOR HOPPER LOADING’.
12.11.1993 Repair ‘DOOR OPENING MECHANISM’.
12.11.1993 Repair ‘DOOR SEAL’.
12.11.1993 Repair ‘VEHICLE STENCILS’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘WHEEL SET’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘BRAKE BLOCK RB95’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

01.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
21.12.1996 Repair ‘VEHICLE COMPLETE’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 2

Details: wagon ‘AHDL 2 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 07.06.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 10.02.1997
Due Triple Valve: 22.07.1994
Last Triple Valve: 20.08.1993
Last Brake Cylinder: 20.08.1993
Last Single Car Test: 16.02.1994
Last Lift: 24.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

04.10.1989 Repair ‘DISCHARGE DOOR’.
16.10.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR SEAL’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1990 Repair ‘END BRAKE COCK’.
25.01.1990 Repair ‘GRADE CONTROL VALVE’.
25.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘DOOR SEAL’.
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19.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘DISCHARGE DOOR’.
31.07.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
23.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘DOOR HINGES AND PINS’.
16.04.1991 Repair ‘EMPTY LOAD VALVE’.
16.04.1991 Repair ‘END COMPLETE’.
16.04.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1991 Repair ‘STEP’.
26.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.03.1992 Repair ‘DOOR COMPLETE’.
04.03.1992 Repair ‘DOOR SEAL’.
04.03.1992 Repair ‘EMPTY LOAD VALVE’.
04.03.1992 Repair ‘GRADE CONTROL VALVE’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
31.03.1993 Repair ‘BRAKE BLOCK RB95’.
31.03.1993 Repair ‘BRAKE LEVER’.
31.03.1993 Repair ‘DISCHARGE DOOR’.
31.03.1993 Repair ‘DOOR SEAL’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘YOKE COMPLETE’.
16.06.1993 Repair ‘DOOR SEAL’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1993 Repair ‘BRAKE CONTROL PIPE’.
22.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BRAKE CYLINDER HOSE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘TRAIN PIPE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1993 Repair ‘DISCHARGE DOOR’.
15.10.1993 Repair ‘DOOR OPENING MECHANISM’.
15.10.1993 Repair ‘DOOR SEAL’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘DISCHARGE DOOR’.
09.12.1993 Repair ‘DOOR OPENING MECHANISM’.
09.12.1993 Repair ‘DOOR SEAL’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘DOOR OPENING MECHANISM’.
12.02.1994 Repair ‘DOOR SEAL’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
21.12.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 3

Details: wagon ‘AHDL 3 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 10.10.1958
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 18.02.1995
Due Triple Valve: 01.03.1995
Last Brake Cylinder: 27.02.1990
Last Single Car Test: 14.06.1994
Last Lift: 24.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

04.10.1989 Repair ‘DISCHARGE DOOR’.
23.10.1989 Repair ‘DOOR HINGES AND PINS’.
23.10.1989 Repair ‘DOOR SEAL’.
23.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘DISCHARGE DOOR’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.03.1990 Repair ‘COUPLER COMPLETE’.
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23.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.04.1990 Repair ‘COUPLER COMPLETE’.
13.04.1990 Repair ‘COUPLER COMPLETE’.
13.04.1990 Repair ‘WHEEL SET’.
30.08.1990 Repair ‘COUPLER COMPLETE’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘COUPLER COMPLETE’.
31.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1990 Repair ‘DOOR FRAME’.
31.08.1990 Repair ‘DRAFT GEAR POCKET’.
31.08.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1990 Repair ‘YOKE COMPLETE’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘DISCHARGE DOOR’.
28.01.1992 Repair ‘DOOR HOPPER LOADING’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
14.11.1992 Repair ‘DOOR SEAL’.
11.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1992 Repair ‘BRANCH PIPE’.
29.12.1992 Repair ‘BRANCH PIPE’.
26.02.1993 Repair ‘DISCHARGE DOOR’.
06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1993 Repair ‘COUPLER KNUCKLE’.
06.03.1993 Repair ‘DISCHARGE DOOR’.
06.03.1993 Repair ‘DISCHARGE DOOR’.
06.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.03.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.06.1993 Repair ‘BRAKE LEVER’.
04.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘STEP’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE LEVER’.
17.07.1993 Repair ‘DISCHARGE DOOR’.
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29.07.1993 Repair ‘STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
09.09.1993 Repair ‘DOOR SEAL’.
01.11.1993 Repair ‘TRAIN PIPE (END)’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.11.1993 Repair ‘DISCHARGE DOOR’.
09.11.1993 Repair ‘DOOR SEAL’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘DOOR SEAL’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1994 Repair ‘DOOR SEAL’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

24.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 4

Details: wagon ‘AHDL 4 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 19.09.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.12.1996
Due Triple Valve: 20.04.1990
Last Triple Valve: 26.11.1993
Last Brake Cylinder: 17.04.1991
Last Single Car Test: 18.01.1994
Last Lift: 24.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

01.07.1989 Repair ‘STEP’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
24.08.1989 Repair ‘DOOR HINGES AND PINS’.
24.08.1989 Repair ‘DOOR SEAL’.
24.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1989 Repair ‘DISCHARGE DOOR’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
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06.04.1990 Repair ‘LADDER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
27.12.1990 Repair ‘STEP’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR HINGES AND PINS’.
17.04.1991 Repair ‘DOOR SEAL’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
12.12.1992 Repair ‘STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1993 Repair ‘DISCHARGE DOOR’.
17.11.1993 Repair ‘DOOR HOPPER LOADING’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘DOOR SEAL’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
18.01.1994 Repair ‘LADDER’.
18.01.1994 Repair ‘SIDE STEP’.
19.01.1994 Repair ‘END HOSE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

22.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
13.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 5

Details: wagon ‘AHDL 5 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 09.11.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 04.02.1997
Due Triple Valve: 19.04.1990
Last Brake Cylinder: 19.04.1989
Last Single Car Test: 22.03.1994
Last Lift: 24.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.
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29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
04.11.1992 Repair ‘DOOR SEAL’.
27.04.1993 Repair ‘DOOR SEAL’.
31.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘DISCHARGE DOOR’.
27.09.1993 Repair ‘DOOR LOCK MECHANISM’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
16.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1993 Repair ‘BOGIE COMPLETE’.
16.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
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02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘DOOR SEAL’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BRAKE BLOCK RB95’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘DISCHARGE DOOR’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

06.08.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 6

Details: wagon ‘AHDL 6 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 03.06.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

897



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 21.01.1997
Due Triple Valve: 16.02.1995
Last Brake Cylinder: 16.02.1994
Last Single Car Test: 16.02.1994
Last Lift: 27.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRANCH PIPE’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘SIDE MEMBER’.
14.09.1989 Repair ‘SIDE SHEET’.
04.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1989 Repair ‘DISCHARGE DOOR’.
18.10.1989 Repair ‘DOOR SEAL’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘HANDBRAKE HANDLE’.
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25.10.1989 Repair ‘END HOSE’.
06.11.1989 Repair ‘DOOR HINGES AND PINS’.
10.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.03.1990 Repair ‘COUPLER KNUCKLE’.
10.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
15.09.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘DOOR SEAL’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BRANCH PIPE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1991 Repair ‘STEP’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
29.04.1992 Repair ‘DOOR SEAL’.
05.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘DOOR OPENING MECHANISM’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
29.12.1992 Repair ‘DISCHARGE DOOR’.
01.04.1993 Repair ‘SIDE STEP’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘DISCHARGE DOOR’.
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07.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘DISCHARGE DOOR’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
31.05.1993 Repair ‘BRANCH PIPE’.
31.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Repair ‘VEHICLE STENCILS’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE LEVER’.
30.07.1993 Repair ‘STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘BRAKE BLOCK RB95’.
26.10.1993 Repair ‘DISCHARGE DOOR’.
26.10.1993 Repair ‘DOOR HOPPER LOADING’.
26.10.1993 Repair ‘DOOR OPENING MECHANISM’.
26.10.1993 Repair ‘DOOR SEAL’.
26.10.1993 Repair ‘VEHICLE STENCILS’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1993 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1994 Repair ‘WHEEL SET’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1994 Repair ‘BRAKE PULL ROD’.
20.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

18.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
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07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 7

Details: wagon ‘AHDL 7 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 17.10.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 18.11.1994
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 08.06.1994
Last Lift: 24.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
24.08.1989 Repair ‘DOOR HINGES AND PINS’.
24.08.1989 Repair ‘DOOR SEAL’.
04.10.1989 Repair ‘DISCHARGE DOOR’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE SPRING’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘DISCHARGE DOOR’.
20.04.1991 Repair ‘DOOR SEAL’.
20.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
06.12.1992 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘BOGIE COMPLETE’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
16.06.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
21.09.1993 Repair ‘STEP’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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13.11.1993 Repair ‘DISCHARGE DOOR’.
13.11.1993 Repair ‘DOOR HOPPER LOADING’.
13.11.1993 Repair ‘DOOR OPENING MECHANISM’.
13.11.1993 Repair ‘DOOR SEAL’.
13.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1993 Repair ‘VEHICLE STENCILS’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘WHEEL SET’.
08.01.1994 Repair ‘SIDE STEP’.
20.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘DISCHARGE DOOR’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘DOOR SEAL’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 8

Details: wagon ‘AHDL 8 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 19.09.1956
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Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 01.12.1994
Last Brake Cylinder: 30.07.1992
Last Single Car Test: 01.12.1993
Last Lift: 24.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration ‘EXAMINE AND SERVICE HOPPER DISCHARGE DOORS AND
HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER WAGONS
(OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
11.07.1989 Repair ‘DISCHARGE DOOR’.
11.07.1989 Repair ‘DOOR OPENING MECHANISM’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘SIDE MEMBER’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
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06.09.1989 Repair ‘DOOR HINGES AND PINS’.
06.09.1989 Repair ‘DOOR SEAL’.
04.10.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
29.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.11.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
27.07.1992 Repair ‘VEHICLE COMPLETE’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘EMPTY LOAD VALVE’.
09.11.1993 Repair ‘GRADE CONTROL VALVE’.
09.11.1993 Repair ‘WHEEL SET’.
16.11.1993 Repair ‘CENTRE SILL’.
16.11.1993 Repair ‘DISCHARGE DOOR’.
16.11.1993 Repair ‘DOOR FRAME’.
16.11.1993 Repair ‘DOOR OPENING MECHANISM’.
16.11.1993 Repair ‘LADDER’.
16.11.1993 Repair ‘STEP’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.11.1993 Repair ‘DISCHARGE DOOR’.
19.11.1993 Repair ‘DOOR HOPPER LOADING’.
19.11.1993 Repair ‘DOOR OPENING MECHANISM’.
19.11.1993 Repair ‘DOOR SEAL’.
19.11.1993 Repair ‘VEHICLE STENCILS’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
22.01.1994 Repair ‘DISCHARGE DOOR’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
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22.01.1994 Repair ‘GRADE CONTROL VALVE’.
22.01.1994 Repair ‘WHEEL SET’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘DISCHARGE DOOR’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

28.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 9

Details: wagon ‘AHDL 9 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 26.11.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1997
Due Triple Valve: 18.11.1994
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 08.06.1994
Last Lift: 27.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘RELAY VALVE’.
21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1989 Repair ‘SIDE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.
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(RS4492)’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘DISCHARGE DOOR’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘DISCHARGE DOOR’.
28.04.1992 Repair ‘DOOR SEAL’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘DOOR SEAL’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘HANDRAILS END’.
29.04.1993 Repair ‘STEP’.
29.04.1993 Repair ‘STRIKING CASTING’.
29.04.1993 Repair ‘TRAIN PIPE (END)’.
29.04.1993 Repair ‘YOKE COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRAKE BLOCK RB95’.
12.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1993 Repair ‘DISCHARGE DOOR’.
12.11.1993 Repair ‘DOOR HOPPER LOADING’.
12.11.1993 Repair ‘DOOR OPENING MECHANISM’.
12.11.1993 Repair ‘DOOR SEAL’.
12.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1993 Repair ‘VEHICLE STENCILS’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.12.1993 Repair ‘BRANCH PIPE’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
29.04.1994 Repair ‘BRAKE PULL ROD’.
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29.04.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

10.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 10

Details: wagon ‘AHDL 10 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 08.07.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 05.02.1997
Due Triple Valve: 11.07.1993
Last Brake Cylinder: 11.07.1992
Last Single Car Test: 16.02.1994
Last Lift: 27.03.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.
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29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

17.08.1989 Repair ‘DOOR LOCK MECHANISM’.
21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1989 Repair ‘DISCHARGE DOOR’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘DISCHARGE DOOR’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BRAKE BLOCK RB101’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘DISCHARGE DOOR’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Repair ‘LADDER’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘DOOR SEAL’.
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19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘DISCHARGE DOOR’.
09.10.1990 Repair ‘DOOR LOCK MECHANISM’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘DOOR SEAL’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘DISCHARGE DOOR’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘DISCHARGE DOOR’.
25.02.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
11.04.1991 Repair ‘STEP’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘EMPTY LOAD VALVE’.
18.05.1991 Repair ‘GRADE CONTROL VALVE’.
18.05.1991 Repair ‘STEP’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘DOOR LOCK MECHANISM’.
03.10.1991 Repair ‘DOOR OPENING MECHANISM’.
03.10.1991 Repair ‘DOOR SEAL’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
23.04.1992 Repair ‘DOOR SEAL’.
11.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1992 Repair ‘COUPLER KNUCKLE’.
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11.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘WHEEL SET’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘DOOR SEAL’.
26.08.1993 Repair ‘DOOR SEAL’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘DISCHARGE DOOR’.
27.08.1993 Repair ‘DOOR HOPPER LOADING’.
27.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
10.09.1993 Repair ‘STEP’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BRAKE BLOCK RB95’.
12.02.1994 Repair ‘DOOR SEAL’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BRANCH PIPE’.
20.04.1994 Repair ‘DISCHARGE DOOR’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

27.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHDL 11

Details: wagon ‘AHDL 11 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 31.10.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.12.1994
Due Triple Valve: 16.11.1994
Last Brake Cylinder: 16.11.1993
Last Single Car Test: 06.04.1994
Last Lift: 08.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.
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18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1989 Repair ‘DOOR HINGES AND PINS’.
14.09.1989 Repair ‘DOOR SEAL’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.05.1990 Repair ‘COUPLER COMPLETE’.
04.05.1990 Repair ‘COUPLER KNUCKLE’.
04.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1990 Repair ‘YOKE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.04.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘DOOR HINGES AND PINS’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
14.11.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘STEP’.
04.05.1993 Repair ‘YOKE CARRIER’.
19.05.1993 Repair ‘BRAKE BLOCK RB95’.
19.05.1993 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘BRAKE LEVER’.
23.09.1993 Repair ‘DISCHARGE DOOR’.
23.09.1993 Repair ‘DOOR HOPPER LOADING’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
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23.09.1993 Repair ‘DOOR OPENING MECHANISM’.
23.09.1993 Repair ‘DOOR SEAL’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1993 Repair ‘VEHICLE STENCILS’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘DOOR COVERING’.
17.01.1994 Repair ‘DOOR LOCK MECHANISM’.
23.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘DISCHARGE DOOR’.
23.02.1994 Repair ‘DOOR OPENING MECHANISM’.
23.02.1994 Repair ‘DOOR SEAL’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘DOOR SEAL’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 12

Details: wagon ‘AHDL 12 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 31.10.1956
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1995
Due Triple Valve: 15.12.1994
Last Brake Cylinder: 15.12.1993
Last Single Car Test: 16.02.1994
Last Lift: 08.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.09.1989 Repair ‘DOOR HINGES AND PINS’.
06.09.1989 Repair ‘DOOR SEAL’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE LEVER’.
05.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘DISCHARGE DOOR’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
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18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘DOOR SEAL’.
18.04.1990 Repair ‘STEP’.
18.04.1990 Repair ‘VEHICLE COMPLETE’.
22.04.1990 Repair ‘STEP’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘DISCHARGE DOOR’.
01.05.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘END HOSE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1990 Repair ‘WEAR PLATES & SADDLES’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HOPPER LOADING’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘TRAIN PIPE’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE LEVER’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘DOOR LOCK MECHANISM’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘COUPLER KNUCKLE’.
22.06.1993 Repair ‘DISCHARGE DOOR’.
22.06.1993 Repair ‘EMPTY LOAD VALVE’.
22.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.07.1993 Repair ‘STEP’.
18.08.1993 Repair ‘STEP’.
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07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.
(GRN93)’.

09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
09.09.1993 Repair ‘DOOR SEAL’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1993 Repair ‘VEHICLE STENCILS’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘DOOR LOCK MECHANISM’.
23.12.1993 Repair ‘END BRAKE COCK’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BRAKE BLOCK RB95’.
12.02.1994 Repair ‘DOOR SEAL’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

10.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 13

Details: wagon ‘AHDL 13 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 24.04.1957
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1997
Due Triple Valve: 03.08.1994
Last Brake Cylinder: 11.11.1991
Last Single Car Test: 08.06.1994
Last Lift: 14.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE ADJUSTING LEVER’.
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘DISCHARGE DOOR’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1989 Repair ‘TRAIN PIPE (END)’.
07.09.1989 Repair ‘DOOR HINGES AND PINS’.
07.09.1989 Repair ‘DOOR SEAL’.
07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

919



2. TIMS GROUP INFORMATION - WAGONS

20.10.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘STEP’.
15.11.1989 Repair ‘VEHICLE COMPLETE’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘DOOR OPENING MECHANISM’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘WHEEL SET’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
22.04.1990 Repair ‘STEP’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1990 Repair ‘STEP’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
05.07.1990 Repair ‘END HOSE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COUPLER KNUCKLE’.
11.11.1991 Repair ‘DISCHARGE DOOR’.
11.11.1991 Repair ‘DOOR LOCK MECHANISM’.
11.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
04.11.1992 Repair ‘DOOR SEAL’.
27.03.1993 Repair ‘STEP’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘BRAKE LEVER’.
31.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
29.10.1993 Repair ‘COUPLER COMPLETE’.
08.11.1993 Repair ‘YOKE CARRIER’.
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24.11.1993 Repair ‘STEP’.
27.11.1993 Repair ‘STEP’.
03.12.1993 Repair ‘END BRAKE COCK’.
18.01.1994 Repair ‘LADDER’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
29.04.1994 Repair ‘BRAKE LEVER’.
29.04.1994 Repair ‘END BRAKE COCK’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘DOOR OPENING MECHANISM’.
01.06.1994 Repair ‘DOOR SEAL’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

16.12.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 14

Details: wagon ‘AHDL 14 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 31.08.1956
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 17.02.1995
Due Triple Valve: 21.12.1994
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 26.04.1994
Last Lift: 21.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
10.11.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
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27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘DISCHARGE DOOR’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.02.1991 Repair ‘STEP’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR HINGES AND PINS’.
17.04.1991 Repair ‘DOOR LOCK MECHANISM’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Repair ‘STEP’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BRAKE LEVER’.
16.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.04.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
16.04.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
27.05.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘HANDRAILS END’.
27.12.1992 Repair ‘LADDER’.
27.04.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘COUPLER KNUCKLE’.
04.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘YOKE COMPLETE’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1993 Repair ‘DISCHARGE DOOR’.
12.11.1993 Repair ‘DOOR HOPPER LOADING’.
12.11.1993 Repair ‘DOOR OPENING MECHANISM’.
12.11.1993 Repair ‘DOOR SEAL’.
12.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1993 Repair ‘VEHICLE STENCILS’.
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14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1994 Repair ‘END BRAKE COCK’.
02.03.1994 Repair ‘STEP’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘DOOR SEAL’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 15

Details: wagon ‘AHDL 15 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 07.12.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 21.12.1994
Due Triple Valve: 28.10.1994
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 22.03.1994
Last Lift: 31.10.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.
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29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

02.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
07.09.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
09.12.1991 Repair ‘STEP’.
10.12.1991 Repair ‘STEP’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
18.07.1992 Repair ‘STEP’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘DISCHARGE DOOR’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
18.05.1993 Repair ‘GRADE CONTROL VALVE’.
18.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1993 Repair ‘VEHICLE LOAD CAPACITY’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.10.1993 Repair ‘DISCHARGE DOOR’.
20.10.1993 Repair ‘DOOR OPENING MECHANISM’.
20.10.1993 Repair ‘DOOR SEAL’.
20.10.1993 Repair ‘STEP’.
14.12.1993 Repair ‘DOOR SEAL’.
11.01.1994 Repair ‘DOOR HOPPER LOADING’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘DOOR OPENING MECHANISM’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

21.12.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 16

Details: wagon ‘AHDL 16 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 03.04.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 24.10.1996
Due Triple Valve: 01.03.1995
Last Brake Cylinder: 17.04.1991
Last Single Car Test: 06.04.1994
Last Lift: 30.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.09.1989 Repair ‘END BRAKE COCK’.
06.09.1989 Repair ‘END HOSE’.
06.09.1989 Repair ‘STEP’.
21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
31.10.1989 Repair ‘DISCHARGE DOOR’.
31.10.1989 Repair ‘DISCHARGE DOOR’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘DISCHARGE DOOR’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
13.05.1990 Repair ‘BOGIE SPRING’.
06.07.1990 Alteration complete ‘FIT (1) ONE ‘AHDL‘HOPPER WAGON WITH TESA

DURAFOAM TAPE,24MMX4MM THICK TO ALL DISCHARGE CHUTES TO
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REPLACE EXISTING SEALS.(REF.DRG B/10-CM-111 MK.22) SELECT WAGON
FROM NOS.1-23,25-30,32-35. (RS4520)’.

11.08.1990 Repair ‘DOOR SEAL’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRAKE BLOCK RB95’.
01.11.1990 Repair ‘DOOR SEAL’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘DISCHARGE DOOR’.
17.04.1991 Repair ‘DOOR SEAL’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
21.10.1993 Repair ‘LADDER’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1994 Repair ‘BRAKE BLOCK RB95’.
22.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.02.1994 Repair ‘DISCHARGE DOOR’.
22.02.1994 Repair ‘DOOR OPENING MECHANISM’.
22.02.1994 Repair ‘DOOR SEAL’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘DOOR SEAL’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

05.11.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 17

Details: wagon ‘AHDL 17 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 17.05.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Due Triple Valve: 01.09.1989
Last Single Car Test: 16.02.1994
Last Lift: 30.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘DOOR LOCK MECHANISM’.
11.08.1989 Repair ‘END BRAKE COCK’.
11.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1989 Repair ‘STEP’.
11.08.1989 Repair ‘VEHICLE LOAD CAPACITY’.
12.10.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘DISCHARGE DOOR’.
13.12.1990 Repair ‘DOOR LOCK MECHANISM’.
13.12.1990 Repair ‘LADDER’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘WHEEL SET’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘DOOR LOCK MECHANISM’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.
10.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE LEVER’.
11.11.1991 Repair ‘COUPLER KNUCKLE’.
11.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1991 Repair ‘EMPTY LOAD VALVE’.
11.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘DISCHARGE DOOR’.
10.06.1992 Repair ‘DOOR SEAL’.
20.01.1993 Repair ‘STEP’.
10.03.1993 Repair ‘STEP’.
01.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1993 Repair ‘DISCHARGE DOOR’.
01.05.1993 Repair ‘DOOR SEAL’.
22.06.1993 Repair ‘DOOR SEAL’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
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21.07.1993 Repair ‘BRAKE LEVER’.
21.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.07.1993 Repair ‘STEP’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘DOOR LOCK MECHANISM’.
27.08.1993 Repair ‘DOOR OPENING MECHANISM’.
27.08.1993 Repair ‘DOOR SEAL’.
27.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘DOOR OPENING MECHANISM’.
28.12.1993 Repair ‘DOOR SEAL’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘DOOR SEAL’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1994 Repair ‘DOOR SEAL’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

13.01.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 18

Details: wagon ‘AHDL 18 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 14.02.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Due Triple Valve: 19.01.1995
Last Brake Cylinder: 08.09.1992
Last Single Car Test: 16.02.1994
Last Lift: 30.04.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘DOOR COMPLETE’.
11.08.1989 Repair ‘STEP’.
11.08.1989 Repair ‘VEHICLE LOAD CAPACITY’.
14.09.1989 Repair ‘DOOR HINGES AND PINS’.
14.09.1989 Repair ‘DOOR SEAL’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘COUPLER KNUCKLE’.
06.01.1990 Repair ‘DISCHARGE DOOR’.
06.01.1990 Repair ‘DOOR SEAL’.
06.01.1990 Repair ‘EMPTY LOAD VALVE’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
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15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1990 Repair ‘BOGIE SPRING’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
14.05.1990 Repair ‘HOSE FITTINGS’.
11.10.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
18.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘DISCHARGE DOOR’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘YOKE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘DISCHARGE DOOR’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1992 Repair ‘DISCHARGE DOOR’.
27.12.1992 Repair ‘STEP’.
07.03.1993 Repair ‘SIDE MEMBER’.
13.05.1993 Repair ‘BRAKE LEVER’.
13.05.1993 Repair ‘DOOR SEAL’.
19.06.1993 Repair ‘BRAKE BLOCK RB95’.
19.06.1993 Repair ‘BRAKE LEVER’.
19.06.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
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09.09.1993 Repair ‘DOOR SEAL’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘DOOR SEAL’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1994 Repair ‘DOOR SEAL’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘VEHICLE STENCILS’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1994 Repair ‘DOOR SEAL’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.05.1994 Repair ‘DOOR SEAL’.
20.05.1994 Repair ‘LADDER’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 19

Details: wagon ‘AHDL 19 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 03.10.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 16.02.1997
Due Triple Valve: 28.10.1994
Last Brake Cylinder: 28.10.1993
Last Single Car Test: 02.02.1994
Last Lift: 07.05.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR HINGES AND PINS’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE COMPLETE’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘SIDE BEARER’.
29.12.1989 Repair ‘SIDE BEARER’.
29.12.1989 Repair ‘VEHICLE STENCILS’.
02.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BRAKE LEVER’.
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02.03.1990 Repair ‘EMPTY LOAD VALVE’.
02.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘DOOR SEAL’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘DOOR COMPLETE’.
30.01.1991 Repair ‘EMPTY LOAD VALVE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘DISCHARGE DOOR’.
19.12.1991 Repair ‘DOOR LOCK MECHANISM’.
19.12.1991 Repair ‘DOOR SEAL’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘DISCHARGE DOOR’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
11.09.1993 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘BRAKE LEVER’.
11.09.1993 Repair ‘DISCHARGE DOOR’.
11.09.1993 Repair ‘DOOR HOPPER LOADING’.
11.09.1993 Repair ‘DOOR SEAL’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘BOGIE COMPLETE’.
20.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.12.1993 Repair ‘DISCHARGE DOOR’.
09.12.1993 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘SIDE BEARER’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘DOOR SEAL’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1994 Repair ‘BRAKE BLOCK RB95’.
26.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1994 Repair ‘DISCHARGE DOOR’.
06.05.1994 Repair ‘DOOR LOCK MECHANISM’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 20

Details: wagon ‘AHDL 20 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 13.11.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.02.1995
Due Triple Valve: 08.10.1994
Last Brake Cylinder: 27.07.1992
Last Single Car Test: 16.02.1994
Last Lift: 16.05.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

06.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
17.10.1989 Repair ‘DISCHARGE DOOR’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
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02.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1990 Repair ‘VEHICLE LOAD CAPACITY’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.03.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘DISCHARGE DOOR’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘LADDER’.
31.07.1990 Repair ‘STEP’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.04.1991 Repair ‘DISCHARGE DOOR’.
10.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DOOR HINGES AND PINS’.
16.04.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1992 Repair ‘HOSE FITTINGS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘WHEEL SET’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘WHEEL SET’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1992 Repair ‘DOOR SEAL’.
27.07.1992 Repair ‘EMPTY LOAD VALVE’.
27.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘BRAKE LEVER’.
08.05.1993 Repair ‘DOOR LOCK MECHANISM’.
08.05.1993 Repair ‘VEHICLE COMPLETE’.
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19.05.1993 Repair ‘DOOR SEAL’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.10.1993 Repair ‘DISCHARGE DOOR’.
05.10.1993 Repair ‘DOOR OPENING MECHANISM’.
05.10.1993 Repair ‘DOOR SEAL’.
27.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘DOOR OPENING MECHANISM’.
11.01.1994 Repair ‘DOOR SEAL’.
05.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘DOOR SEAL’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

17.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 21

Details: wagon ‘AHDL 21 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 08.07.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 10.11.1994
Due Triple Valve: 09.11.1994
Last Brake Cylinder: 09.11.1993
Last Single Car Test: 16.02.1994
Last Lift: 16.05.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

14.09.1989 Repair ‘DOOR HINGES AND PINS’.
14.09.1989 Repair ‘DOOR SEAL’.
22.11.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

941



2. TIMS GROUP INFORMATION - WAGONS

19.07.1990 Repair ‘BOGIE SPRING’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘LADDER’.
21.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.08.1991 Repair ‘DOOR LOCK MECHANISM’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1992 Repair ‘COUPLER KNUCKLE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘EMPTY LOAD VALVE’.
23.04.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘DOOR SEAL’.
12.12.1992 Repair ‘STEP’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘BRAKE LEVER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1993 Repair ‘DISCHARGE DOOR’.
03.11.1993 Repair ‘DOOR HOPPER LOADING’.
03.11.1993 Repair ‘DOOR LOCK MECHANISM’.
03.11.1993 Repair ‘DOOR OPENING MECHANISM’.
03.11.1993 Repair ‘DOOR SEAL’.
03.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1993 Repair ‘VEHICLE STENCILS’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘HANDRAILS’.
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘EMPTY LOAD VALVE’.
01.01.1994 Repair ‘GRADE CONTROL VALVE’.
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23.01.1994 Repair ‘LADDER’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘DOOR SEAL’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

10.11.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 22

Details: wagon ‘AHDL 22 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 28.11.1956
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.01.1995
Due Triple Valve: 27.10.1994
Last Brake Cylinder: 27.10.1993
Last Single Car Test: 16.02.1994
Last Lift: 16.05.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.
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29.05.1986 Alteration complete ‘REPLACE CAST IRON BRAKE BLOCKS WITH
COMPOSITION BLOCKS ON ‘AHDL’ WAGONS. (NOTE : RB 95-123 BLOCKS
ONLY TO BE USED). (RS4121)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

05.09.1989 Repair ‘DOOR HINGES AND PINS’.
05.09.1989 Repair ‘DOOR SEAL’.
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE BLOCK RB95’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR SEAL’.
27.04.1990 Repair ‘VEHICLE LOAD CAPACITY’.
03.09.1990 Repair ‘END BRAKE COCK’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘DISCHARGE DOOR’.
22.03.1991 Repair ‘DRAFT STOP FRONT’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1991 Repair ‘WHEEL SET’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR HINGES AND PINS’.
17.04.1991 Repair ‘DOOR SEAL’.
17.04.1991 Repair ‘DOOR SEAL’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘DISCHARGE DOOR’.
15.08.1991 Repair ‘DOOR OPENING MECHANISM’.
15.08.1991 Repair ‘EMPTY LOAD VALVE’.
15.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘CARD OR CLIP HOLDER’.
21.08.1991 Repair ‘SIDE MEMBER’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘DISCHARGE DOOR’.
03.08.1992 Repair ‘DISCHARGE DOOR’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
29.12.1992 Repair ‘STEP’.
15.01.1993 Repair ‘DOOR SEAL’.
15.01.1993 Repair ‘SIDE BEARER’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘DOOR SEAL’.
20.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘CARD OR CLIP HOLDER’.
27.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘COUPLER KNUCKLE’.
16.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.11.1993 Repair ‘WEAR PLATES & SADDLES’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HOPPER LOADING’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘DOOR SEAL’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
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02.12.1993 Repair ‘STEP’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE PIN’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘DOOR SEAL’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BRANCH PIPE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.10.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 23

Details: wagon ‘AHDL 23 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 30.05.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 25.10.1994
Last Triple Valve: 08.10.1993
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 12.01.1994
Last Lift: 30.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

946



2.47. Wagon classification starting with ‘AHD’

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
07.09.1989 Repair ‘DOOR HINGES AND PINS’.
07.09.1989 Repair ‘DOOR SEAL’.
13.10.1989 Repair ‘DISCHARGE DOOR’.
15.10.1989 Repair ‘STEP’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
09.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
08.04.1990 Repair ‘STEP’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘DISCHARGE DOOR’.
26.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.04.1991 Repair ‘DISCHARGE DOOR’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
14.10.1992 Repair ‘DOOR SEAL’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1993 Repair ‘DOOR LOCK MECHANISM’.
25.05.1993 Repair ‘EMPTY LOAD VALVE’.
25.05.1993 Repair ‘GRADE CONTROL VALVE’.
25.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE PIN’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.10.1993 Repair ‘DISCHARGE DOOR’.
05.10.1993 Repair ‘DOOR OPENING MECHANISM’.
05.10.1993 Repair ‘DOOR SEAL’.
19.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.10.1993 Repair ‘END HOSE’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1993 Repair ‘VEHICLE STENCILS’.
07.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘COUPLER KNUCKLE’.
13.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
29.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘DOOR OPENING MECHANISM’.
03.12.1993 Repair ‘END HOSE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘DISCHARGE DOOR’.
05.01.1994 Repair ‘DOOR OPENING MECHANISM’.
05.01.1994 Repair ‘DOOR SEAL’.
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21.01.1994 Repair ‘STEP’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

21.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
26.11.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 24

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

AHDL 25

Details: wagon ‘AHDL 25 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 132
Date Built: 14.06.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 18.02.1995
Due Triple Valve: 26.11.1994
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 27.04.1994
Last Lift: 30.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1989 Repair ‘DOOR HINGES AND PINS’.
07.09.1989 Repair ‘DOOR SEAL’.
07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘END HOSE’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘CENTRE SILL’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘DISCHARGE DOOR’.
21.02.1990 Repair ‘DISCHARGE DOOR’.
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21.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘SIDE BEARER’.
21.02.1990 Repair ‘SIDE BEARER’.
21.02.1990 Repair ‘TOP CENTRE PLATE’.
21.02.1990 Repair ‘TRANSOM’.
21.02.1990 Repair ‘VEHICLE LOAD CAPACITY’.
21.02.1990 Repair ‘WHEEL SET’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE SPRING’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘DOOR COMPLETE’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1991 Repair ‘SIDE BEARER’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
26.03.1993 Repair ‘DOOR SEAL’.
26.03.1993 Repair ‘SIDE BEARER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HOPPER LOADING’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘DOOR SEAL’.
18.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

28.10.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 26

Details: wagon ‘AHDL 26 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 30.01.1958
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 03.02.1997
Due Triple Valve: 22.07.1994
Last Brake Cylinder: 22.07.1993
Last Lift: 30.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
07.09.1989 Repair ‘DOOR HINGES AND PINS’.
07.09.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘DISCHARGE DOOR’.
20.12.1989 Repair ‘SIDE BEARER’.
23.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.12.1989 Repair ‘COUPLER KNUCKLE’.
23.12.1989 Repair ‘EMPTY LOAD VALVE’.
23.12.1989 Repair ‘GRADE CONTROL VALVE’.
23.12.1989 Repair ‘SIDE BEARER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
04.05.1990 Repair ‘STEP’.
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘BOGIE COMPLETE’.
01.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘EMPTY LOAD VALVE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HOPPER LOADING’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
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02.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Repair ‘DOOR SEAL’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
04.10.1992 Repair ‘STEP’.
22.12.1992 Repair ‘STEP’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1993 Repair ‘BRAKE CONTROL PIPE’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘BRANCH PIPE’.
22.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘BRAKE LEVER’.
31.07.1993 Repair ‘SIDE BEARER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
19.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1993 Repair ‘LADDER’.
22.01.1994 Repair ‘SIDE SHEET’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 27

Details: wagon ‘AHDL 27 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 17.10.1958
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.11.1996
Due Triple Valve: 04.03.1992
Last Brake Cylinder: 04.03.1991
Last Lift: 14.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘DOOR SEAL’.
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02.11.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘DOOR SEAL’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
27.12.1990 Repair ‘STEP’.
27.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘BRAKE LEVER’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1991 Repair ‘DISCHARGE DOOR’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘DISCHARGE DOOR’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
31.12.1991 Repair ‘DOOR SLIDE RAIL’.
28.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
23.04.1992 Repair ‘DOOR SEAL’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘COUPLER COMPLETE’.
20.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.05.1994 Repair ‘END BRAKE COCK’.
20.05.1994 Repair ‘END HOSE’.
20.05.1994 Repair ‘TRAIN PIPE (END)’.
20.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1994 Repair ‘WEAR PLATES & SADDLES’.
20.05.1994 Repair ‘YOKE COMPLETE’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘TRAIN PIPE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
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23.11.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 28

Details: wagon ‘AHDL 28 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 07.11.1958
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 31.12.1994
Due Triple Valve: 26.11.1994
Last Triple Valve: 28.11.1991
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 30.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.09.1989 Repair ‘DOOR HINGES AND PINS’.
06.09.1989 Repair ‘DOOR SEAL’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
11.10.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘DISCHARGE DOOR’.
01.08.1991 Repair ‘EMPTY LOAD VALVE’.
01.08.1991 Repair ‘GRADE CONTROL VALVE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘SIDE BEARER’.
01.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.11.1991 Repair ‘COUPLER KNUCKLE’.
28.11.1991 Repair ‘EMPTY LOAD VALVE’.
28.11.1991 Repair ‘GRADE CONTROL VALVE’.
28.11.1991 Repair ‘LADDER’.
28.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘DOOR HOPPER LOADING’.
25.09.1992 Repair ‘DOOR LOCK MECHANISM’.
25.09.1992 Repair ‘DOOR SEAL’.
25.09.1992 Repair ‘EMPTY LOAD VALVE’.
25.09.1992 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘END BRAKE COCK’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘BRAKE LEVER’.
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03.07.1993 Repair ‘DOOR SEAL’.
28.07.1993 Repair ‘STEP’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.11.1993 Repair ‘DISCHARGE DOOR’.
17.11.1993 Repair ‘DOOR HOPPER LOADING’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘DOOR SEAL’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

26.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 29

Details: wagon ‘AHDL 29 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 04.07.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 21.12.1994
Due Triple Valve: 03.11.1994
Last Brake Cylinder: 03.11.1993
Last Single Car Test: 08.06.1994
Last Lift: 30.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

07.09.1989 Repair ‘DOOR HINGES AND PINS’.
07.09.1989 Repair ‘DOOR SEAL’.
07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘DOOR SEAL’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
05.11.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
04.11.1992 Repair ‘DOOR SEAL’.
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06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘LADDER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
10.09.1993 Repair ‘STEP’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘DOOR LOCK MECHANISM’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1993 Repair ‘WHEEL SET’.
07.12.1993 Repair ‘DISCHARGE DOOR’.
07.12.1993 Repair ‘DOOR OPENING MECHANISM’.
07.12.1993 Repair ‘DOOR SEAL’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.10.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 30

Details: wagon ‘AHDL 30 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 132
Date Built: 12.04.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.02.1997
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 16.05.1991
Last Single Car Test: 27.02.1988
Last Lift: 20.06.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1989 Repair ‘DOOR HINGES AND PINS’.
24.10.1989 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘DISCHARGE DOOR’.
16.05.1991 Repair ‘DOOR SEAL’.
16.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘DISCHARGE DOOR’.
18.05.1991 Repair ‘DISCHARGE DOOR’.
18.05.1991 Repair ‘EMPTY LOAD VALVE’.
18.05.1991 Repair ‘GRADE CONTROL VALVE’.
18.05.1991 Repair ‘STEP’.
18.05.1991 Repair ‘VEHICLE LOAD CAPACITY’.
18.05.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR HOPPER LOADING’.
03.10.1991 Repair ‘DOOR HOPPER LOADING’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘DISCHARGE DOOR’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘COUPLER KNUCKLE’.
04.02.1992 Repair ‘DISCHARGE DOOR’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘DISCHARGE DOOR’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
22.04.1992 Repair ‘DOOR SEAL’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘DISCHARGE DOOR’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘DOOR SEAL’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
13.01.1993 Repair ‘DISCHARGE DOOR’.
13.01.1993 Repair ‘DOOR SEAL’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘DISCHARGE DOOR’.
22.04.1993 Repair ‘STEP’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
21.12.1993 Repair ‘DOOR SEAL’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1994 Repair ‘DOOR SEAL’.
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19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.10.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 31

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

AHDL 32

Details: wagon ‘AHDL 32 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 31.01.1957
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 30.10.1996
Due Triple Valve: 11.03.1994
Last Triple Valve: 08.10.1993
Last Brake Cylinder: 11.03.1993
Last Single Car Test: 08.06.1994
Last Lift: 03.07.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

20.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1989 Repair ‘DISCHARGE DOOR’.
23.10.1989 Repair ‘DOOR HINGES AND PINS’.
06.11.1989 Repair ‘SIDE BEARER’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘SIDE BEARER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘DISCHARGE DOOR’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘DOOR LOCK MECHANISM’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘STEP’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘DISCHARGE DOOR’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘DOOR LOCK MECHANISM’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BRAKE PULL ROD’.
03.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.08.1992 Repair ‘DISCHARGE DOOR’.
03.08.1992 Repair ‘DISCHARGE DOOR’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘DOOR LOCK MECHANISM’.
12.12.1992 Repair ‘DISCHARGE DOOR’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘DOOR LOCK MECHANISM’.
25.05.1993 Repair ‘DOOR OPENING MECHANISM’.
25.05.1993 Repair ‘EMPTY LOAD VALVE’.
25.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.10.1993 Repair ‘DISCHARGE DOOR’.
05.10.1993 Repair ‘DOOR OPENING MECHANISM’.
05.10.1993 Repair ‘DOOR SEAL’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘DISCHARGE DOOR’.
10.12.1993 Repair ‘DOOR SEAL’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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02.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1994 Repair ‘DOOR OPENING MECHANISM’.
02.06.1994 Repair ‘DOOR SEAL’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

27.02.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 33

Details: wagon ‘AHDL 33 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 31.07.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 01.07.1996
Last Triple Valve: 08.10.1993
Last Brake Cylinder: 31.03.1990
Last Single Car Test: 22.03.1994
Last Lift: 03.07.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

07.08.1989 Repair ‘DOOR HINGES AND PINS’.
07.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
13.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘DISCHARGE DOOR’.
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
31.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE LOAD CAPACITY’.
31.03.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘DOOR LOCK MECHANISM’.
26.04.1990 Repair ‘SIDE BEARER’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘DISCHARGE DOOR’.
21.04.1992 Repair ‘DISCHARGE DOOR’.
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21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘END BRAKE COCK’.
21.04.1992 Repair ‘END HOSE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘STEP’.
30.09.1992 Repair ‘DOOR SEAL’.
12.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1992 Repair ‘COUPLER KNUCKLE’.
12.12.1992 Repair ‘DOOR LOCK MECHANISM’.
12.12.1992 Repair ‘EMPTY LOAD VALVE’.
12.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE LEVER’.
05.10.1993 Repair ‘BRAKE PIN’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.10.1993 Repair ‘DISCHARGE DOOR’.
05.10.1993 Repair ‘DOOR OPENING MECHANISM’.
05.10.1993 Repair ‘DOOR SEAL’.
22.10.1993 Repair ‘STEP’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘DISCHARGE DOOR’.
10.12.1993 Repair ‘DOOR SEAL’.
14.12.1993 Repair ‘DOOR LOCK MECHANISM’.
17.01.1994 Repair ‘DOOR LOCK MECHANISM’.
17.01.1994 Repair ‘LADDER’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘DOOR SEAL’.
29.03.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

27.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 34

Details: wagon ‘AHDL 34 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 26.06.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 19.04.1990
Last Brake Cylinder: 19.04.1989
Last Single Car Test: 02.02.1994
Last Lift: 03.08.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

25.08.1986 Alteration complete ‘MODIFY HATCHES. REMOVE STEEL DEFLECTOR
PLATE (WHERE FITTED) AND REPLACE WITH RUBBER STRIP. ROLLINGSTOCK
ENGINEER (ISLINGTON) TO ARRANGE FOR WORK TO BE DONE AT MILE END
REPAIR ROAD OR SHEETMETAL SHOP (ISL). AHDL 1 TO 35. (RS4139)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.09.1989 Repair ‘DOOR HINGES AND PINS’.
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06.09.1989 Repair ‘DOOR SEAL’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘DISCHARGE DOOR’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.12.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘DISCHARGE DOOR’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.03.1990 Repair ‘LADDER’.
20.03.1990 Repair ‘STEP’.
05.04.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘DOOR HOPPER LOADING’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘DISCHARGE DOOR’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘DISCHARGE DOOR’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
14.09.1991 Repair ‘DISCHARGE DOOR’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘DOOR SEAL’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘DISCHARGE DOOR’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
27.07.1992 Repair ‘VEHICLE COMPLETE’.
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30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘DOOR COMPLETE’.
30.07.1992 Repair ‘DOOR COMPLETE’.
25.02.1993 Repair ‘BRAKE BLOCK RB95’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
07.12.1993 Repair ‘DISCHARGE DOOR’.
07.12.1993 Repair ‘DOOR OPENING MECHANISM’.
07.12.1993 Repair ‘DOOR SEAL’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘DOOR SEAL’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘DOOR SEAL’.
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

19.09.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 35

Details: wagon ‘AHDL 35 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 132
Date Built: 13.10.1956
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX ABDY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Due Triple Valve: 08.04.1995
Last Single Car Test: 08.06.1994
Last Lift: 01.10.1986

05.02.1985 Alteration complete ‘CONVERT ONE (1) ‘ABDY’ COVERED VAN TO CARRY
BULK GRAIN. RECLASSIFY TO ‘AHDL’ AND FIT WITH ‘XC’ BOGIES.
(EXTENDED TO 35 TOTAL) (RS4020)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND NEW SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘AHDL’ NO‘S 1 TO 35 INCLUSIVE.
(RS4234)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.02.1989 Alteration complete ‘REPLACE LOADING HATCH HINGE PINS WITH M12
BOLTS AND NYLOC NUTS. LATCH PIN TO BE MACHINED 1.5 MM SMALLER.
AHDL 1 - 35. (RS4388)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

01.09.1989 Repair ‘LADDER’.
14.09.1989 Repair ‘DOOR HINGES AND PINS’.
14.09.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR SEAL’.
27.04.1990 Repair ‘VEHICLE LOAD CAPACITY’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
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11.01.1991 Repair ‘DOOR HINGES AND PINS’.
20.04.1991 Repair ‘DISCHARGE DOOR’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘DISCHARGE DOOR’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
29.10.1992 Repair ‘DOOR SEAL’.
16.06.1993 Repair ‘DOOR SEAL’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘DISCHARGE DOOR’.
27.10.1993 Repair ‘DOOR HOPPER LOADING’.
27.10.1993 Repair ‘DOOR OPENING MECHANISM’.
27.10.1993 Repair ‘DOOR SEAL’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1994 Repair ‘BOGIE COMPLETE’.
31.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

13.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 36

Details: wagon ‘AHDL 36 R’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 05.04.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.01.1997
Due Triple Valve: 20.12.1994
Last Triple Valve: 18.06.1990
Last Brake Cylinder: 20.12.1993
Last Single Car Test: 26.04.1994
Last Lift: 29.08.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

10.07.1989 Repair ‘DISCHARGE DOOR’.
10.07.1989 Repair ‘DOOR OPENING MECHANISM’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
16.11.1989 Repair ‘DOOR SEAL’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘DOOR HOPPER LOADING’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
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18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘DISCHARGE DOOR’.
25.01.1991 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘GRADE CONTROL VALVE’.
25.01.1991 Repair ‘WHEEL SET’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.11.1992 Repair ‘DOOR SEAL’.
01.07.1993 Repair ‘STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE LEVER’.
22.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1993 Repair ‘DISCHARGE DOOR’.
22.09.1993 Repair ‘DOOR HOPPER LOADING’.
22.09.1993 Repair ‘DOOR SEAL’.
07.11.1993 Repair ‘SIDE MEMBER’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘EMPTY LOAD VALVE’.
26.11.1993 Repair ‘GRADE CONTROL VALVE’.
26.11.1993 Repair ‘WHEEL SET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1993 Repair ‘DISCHARGE DOOR’.
07.12.1993 Repair ‘DOOR HOPPER LOADING’.
07.12.1993 Repair ‘DOOR OPENING MECHANISM’.
07.12.1993 Repair ‘DOOR SEAL’.
07.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
01.01.1994 Repair ‘YOKE PIN’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘DOOR OPENING MECHANISM’.
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13.04.1994 Repair ‘DOOR SEAL’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘DOOR SEAL’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 37

Details: wagon ‘AHDL 37 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 22.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.12.1996
Due Triple Valve: 21.12.1994
Last Brake Cylinder: 03.11.1993
Last Single Car Test: 03.11.1993
Last Lift: 06.10.1986
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11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘DOOR OPENING MECHANISM’.
15.11.1989 Repair ‘DOOR SEAL’.
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
23.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘LADDER’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘DISCHARGE DOOR’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRANCH PIPE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘DISCHARGE DOOR’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE COMPLETE’.
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24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1993 Repair ‘LADDER’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘BRAKE LEVER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
11.09.1993 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘BRAKE LEVER’.
11.09.1993 Repair ‘DISCHARGE DOOR’.
11.09.1993 Repair ‘DOOR HOPPER LOADING’.
11.09.1993 Repair ‘DOOR SEAL’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1993 Repair ‘VEHICLE STENCILS’.
07.11.1993 Repair ‘YOKE COMPLETE’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘END SILL’.
13.11.1993 Repair ‘YOKE COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR LOCK MECHANISM’.
23.11.1993 Repair ‘HANDRAILS END’.
23.11.1993 Repair ‘LADDER’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘STEP’.
23.11.1993 Repair ‘YOKE COMPLETE’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.12.1993 Repair ‘HANDRAILS END’.
25.12.1993 Repair ‘LADDER’.
13.01.1994 Repair ‘LADDER’.
05.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
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14.09.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 38

Details: wagon ‘AHDL 38 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 29.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 06.09.1987
Last Brake Cylinder: 14.10.1993
Last Single Car Test: 27.04.1994
Last Lift: 06.09.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
17.11.1989 Repair ‘DISCHARGE DOOR’.
17.11.1989 Repair ‘DOOR OPENING MECHANISM’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
22.01.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.11.1991 Repair ‘END FRAME MEMBER’.
07.11.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
04.11.1992 Repair ‘DOOR SEAL’.
08.01.1993 Repair ‘LADDER’.
08.01.1993 Repair ‘STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘BRAKE LEVER’.
15.09.1993 Repair ‘DISCHARGE DOOR’.
15.09.1993 Repair ‘DOOR LOCK MECHANISM’.
15.09.1993 Repair ‘DOOR OPENING MECHANISM’.
15.09.1993 Repair ‘DOOR SEAL’.
10.10.1993 Repair ‘LADDER’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘DISCHARGE DOOR’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1993 Repair ‘LADDER’.
20.01.1994 Repair ‘LADDER’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
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BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

22.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 39

Details: wagon ‘AHDL 39 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 03.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.10.1996
Due Triple Valve: 18.11.1994
Last Brake Cylinder: 09.06.1992
Last Single Car Test: 27.04.1994
Last Lift: 21.09.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
19.09.1989 Repair ‘DOOR SEAL’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
22.05.1992 Repair ‘DOOR SEAL’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.06.1992 Repair ‘DISCHARGE DOOR’.
09.06.1992 Repair ‘DOOR HOPPER LOADING’.
09.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘DOOR OPENING MECHANISM’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘STEP’.
12.02.1993 Repair ‘END BRAKE COCK’.
12.03.1993 Repair ‘STEP’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘END BRAKE COCK’.
17.03.1993 Repair ‘TRAIN PIPE (END)’.
04.05.1993 Repair ‘YOKE CARRIER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
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08.11.1993 Repair ‘YOKE CARRIER’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1993 Repair ‘DISCHARGE DOOR’.
13.11.1993 Repair ‘DOOR HOPPER LOADING’.
13.11.1993 Repair ‘DOOR OPENING MECHANISM’.
13.11.1993 Repair ‘DOOR SEAL’.
13.11.1993 Repair ‘VEHICLE STENCILS’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘END FRAME MEMBER’.
21.01.1994 Repair ‘STEP’.
16.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1994 Repair ‘END BRAKE COCK’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.12.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 40

Details: wagon ‘AHDL 40 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 17.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
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BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.01.1995
Due Triple Valve: 04.11.1994
Last Brake Cylinder: 04.11.1993
Last Single Car Test: 04.11.1993
Last Lift: 06.09.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
14.09.1989 Repair ‘DISCHARGE DOOR’.
14.09.1989 Repair ‘DOOR OPENING MECHANISM’.
16.11.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1990 Repair ‘VEHICLE COMPLETE’.
05.07.1990 Repair ‘VEHICLE COMPLETE’.
05.07.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE BOLSTER’.
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11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘END HOSE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘DISCHARGE DOOR’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
18.07.1991 Repair ‘LADDER’.
07.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
11.11.1992 Repair ‘DOOR SEAL’.
12.12.1992 Repair ‘HANDRAILS END’.
14.05.1993 Repair ‘BRAKE BLOCK RB95’.
14.05.1993 Repair ‘END BRAKE COCK’.
14.05.1993 Repair ‘SIDE BEARER’.
03.06.1993 Repair ‘HANDRAILS END’.
13.08.1993 Repair ‘WHEEL SET’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘DISCHARGE DOOR’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘WHEEL SET’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1993 Repair ‘DISCHARGE DOOR’.
23.10.1993 Repair ‘DOOR HOPPER LOADING’.
23.10.1993 Repair ‘DOOR OPENING MECHANISM’.
23.10.1993 Repair ‘DOOR SEAL’.
23.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1993 Repair ‘VEHICLE STENCILS’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘END FRAME MEMBER’.
23.11.1993 Repair ‘GRADE CONTROL VALVE’.
23.11.1993 Repair ‘LADDER’.
24.01.1994 Repair ‘BOGIE BEARINGS’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
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LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 41

Details: wagon ‘AHDL 41 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 15.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 04.01.1997
Due Triple Valve: 23.06.1994
Last Triple Valve: 10.11.1989
Last Brake Cylinder: 31.10.1988
Last Single Car Test: 06.04.1994
Last Lift: 21.09.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.08.1990 Repair ‘SIDE MEMBER’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘STEP’.
16.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRANCH PIPE’.
26.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘DISCHARGE DOOR’.
15.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘HANDRAILS END’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.10.1992 Repair ‘DOOR SEAL’.
16.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘ROOF COMPLETE’.
29.12.1992 Repair ‘STEP’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘DISCHARGE DOOR’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘STEP’.
14.07.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘BRAKE LEVER’.
23.09.1993 Repair ‘DOOR HOPPER LOADING’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘DOOR OPENING MECHANISM’.
23.09.1993 Repair ‘DOOR SEAL’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘DISCHARGE DOOR’.
09.12.1993 Repair ‘DOOR OPENING MECHANISM’.
17.12.1993 Repair ‘SIDE BEARER’.
21.12.1993 Repair ‘HANDRAILS END’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

15.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHDL 42

Details: wagon ‘AHDL 42 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 03.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 10.09.1994
Last Brake Cylinder: 10.09.1993
Last Single Car Test: 26.11.1993
Last Lift: 21.09.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

20.07.1989 Repair ‘END BRAKE COCK’.
20.07.1989 Repair ‘STEP’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
14.09.1989 Repair ‘DOOR SEAL’.
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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24.10.1989 Repair ‘DISCHARGE DOOR’.
24.10.1989 Repair ‘DOOR OPENING MECHANISM’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘VEHICLE LOAD CAPACITY’.
05.04.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
30.04.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
01.11.1991 Repair ‘END BRAKE COCK’.
01.11.1991 Repair ‘END HOSE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
30.09.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘STEP’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘BRAKE LEVER’.
13.08.1993 Repair ‘END BRAKE COCK’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘DISCHARGE DOOR’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HOPPER LOADING’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘DOOR SEAL’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
08.01.1994 Repair ‘STEP’.
15.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1994 Repair ‘STEP’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
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17.11.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
23.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 43

Details: wagon ‘AHDL 43 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 15.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.01.1997
Due Triple Valve: 28.10.1994
Last Brake Cylinder: 06.03.1993
Last Single Car Test: 18.01.1994
Last Lift: 05.10.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
05.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.09.1989 Repair ‘EMPTY LOAD VALVE’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.11.1989 Repair ‘DISCHARGE DOOR’.
10.11.1989 Repair ‘END BRAKE COCK’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
15.09.1992 Repair ‘DOOR SEAL’.
12.12.1992 Repair ‘HANDRAILS END’.
03.03.1993 Repair ‘WHEEL SET’.
06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1993 Repair ‘BOGIE COMPLETE’.
06.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1993 Repair ‘COUPLER KNUCKLE’.
06.03.1993 Repair ‘DISCHARGE DOOR’.
06.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.03.1993 Repair ‘END BRAKE COCK’.
06.03.1993 Repair ‘GRADE CONTROL VALVE’.
06.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1993 Repair ‘STEP’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘BRAKE LEVER’.

993



2. TIMS GROUP INFORMATION - WAGONS

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE SPRING’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BRAKE PULL ROD’.
31.08.1993 Repair ‘COUPLER KNUCKLE’.
31.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Repair ‘END HOSE’.
31.08.1993 Repair ‘GRADE CONTROL VALVE’.
31.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1993 Repair ‘YOKE COMPLETE’.
31.08.1993 Repair ‘YOKE FOLLOWER’.
31.08.1993 Repair ‘YOKE PIN’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.10.1993 Repair ‘DOOR SEAL’.
06.01.1994 Repair ‘END HOSE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘DOOR SEAL’.
23.01.1994 Repair ‘HANDRAILS END’.
23.01.1994 Repair ‘STEP’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.05.1994 Repair ‘DISCHARGE DOOR’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

18.11.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 44

Details: wagon ‘AHDL 44 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 30.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 19.01.1997
Due Triple Valve: 24.04.1990
Last Brake Cylinder: 24.04.1989
Last Lift: 27.10.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

16.07.1989 Repair ‘BOGIE SPRING’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
14.08.1989 Repair ‘DOOR SEAL’.
31.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1989 Repair ‘BRAKE BLOCK RB95’.
25.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

26.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.11.1991 Repair ‘STEP’.
06.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
20.04.1992 Repair ‘DOOR SEAL’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE SIDEFRAME’.
27.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
26.12.1992 Repair ‘STEP’.
17.03.1993 Repair ‘TRAIN PIPE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1993 Repair ‘END BRAKE COCK’.
28.04.1993 Repair ‘YOKE COMPLETE’.
13.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
29.11.1993 Repair ‘TRAIN PIPE’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

12.01.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHDL 45

Details: wagon ‘AHDL 45 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 17.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 17.09.1996
Due Triple Valve: 20.04.1990
Last Brake Cylinder: 20.04.1989
Last Lift: 05.10.1986

11.03.1986 Alteration complete ‘CONVERT TEN (10) NO. ‘ABCY’ COVERED VANS TO
GRAIN HOPPERS. FIT WITH 1600 GAUGE XC BOGIES. PAINT IN CORPORATE
COLOURS . RECLASSIFY ‘AHDL’ 36 TO 45 INCLUSIVE. ABCY (10) NO. (R‘STOCK
ENG‘R (ISLINGTON) TO ADVISE VEHICLES USED). (RS4111)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘VEHICLE COMPLETE’.
04.10.1989 Repair ‘DISCHARGE DOOR’.
04.10.1989 Repair ‘DOOR OPENING MECHANISM’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘DISCHARGE DOOR’.
24.01.1990 Repair ‘EMPTY LOAD VALVE’.
24.01.1990 Repair ‘END BRAKE COCK’.
24.01.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘WHEEL SET’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘DISCHARGE DOOR’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘END BRAKE COCK’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
05.11.1991 Repair ‘HANDRAILS END’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘DOOR SEAL’.
20.07.1992 Repair ‘WHEEL SET’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘SIDE MEMBER’.
11.12.1992 Repair ‘STEP’.
23.03.1993 Repair ‘HANDRAILS’.
12.06.1993 Repair ‘STEP’.
24.08.1993 Repair ‘END BRAKE COCK’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
09.10.1993 Repair ‘END HOSE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
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BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

20.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 46

Details: wagon ‘AHDL 46 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 16.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Due Triple Valve: 12.11.1993
Last Brake Cylinder: 12.11.1992
Last Single Car Test: 08.04.1994
Last Lift: 27.11.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
20.08.1989 Repair ‘DOOR SEAL’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘LADDER’.
13.02.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘EMPTY LOAD VALVE’.
08.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
21.08.1992 Repair ‘DOOR SEAL’.
16.10.1992 Repair ‘STEP’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
12.11.1992 Repair ‘BRAKE LEVER’.
12.11.1992 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘BRANCH PIPE’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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12.11.1992 Repair ‘DISCHARGE DOOR’.
12.11.1992 Repair ‘DOOR LOCK MECHANISM’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘NYLON HOSE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Repair ‘SIDE SILL’.
12.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1992 Repair ‘BRAKE BLOCK RB95’.
12.12.1992 Repair ‘STEP’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘DOOR SEAL’.
31.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
14.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1994 Repair ‘BOGIE COMPLETE’.
30.01.1994 Repair ‘DISCHARGE DOOR’.
30.01.1994 Repair ‘TOP CENTRE PLATE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

27.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 47

Details: wagon ‘AHDL 47 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 28.01.1953
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1997
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 28.02.1989
Last Single Car Test: 08.06.1994
Last Lift: 27.11.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration ‘RESTENCIL CAPACITY ON GRAIN HOPPER WAGONS 1)
AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

25.08.1989 Repair ‘END BRAKE COCK’.
10.09.1989 Repair ‘LADDER’.
02.10.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘DISCHARGE DOOR’.
17.10.1989 Repair ‘DOOR OPENING MECHANISM’.
06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘COUPLER KNUCKLE’.
06.01.1990 Repair ‘DISCHARGE DOOR’.
06.01.1990 Repair ‘EMPTY LOAD VALVE’.
06.01.1990 Repair ‘END FRAME MEMBER’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.03.1990 Repair ‘STEP’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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23.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
14.10.1992 Repair ‘DOOR SEAL’.
09.01.1993 Repair ‘STEP’.
25.01.1993 Repair ‘HANDRAILS’.
09.06.1993 Repair ‘LADDER’.
06.08.1993 Repair ‘STEP’.
03.09.1993 Repair ‘SIDE SHEET’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
09.09.1993 Repair ‘DOOR SEAL’.
11.10.1993 Repair ‘HANDRAILS’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘END HOSE’.
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘LADDER’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘DOOR SEAL’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘DOOR SEAL’.
02.06.1994 Repair ‘END BRAKE COCK’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHDL 48

Details: wagon ‘AHDL 48 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 15.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 20.04.1995
Due Triple Valve: 16.07.1994
Last Lift: 02.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

02.12.1986 Reclassified from wagon ‘AHDL 48 U’ to ’ wagon ‘AHDL 62 F’.
14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER

WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES

AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.
05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE

DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘END HOSE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘EMPTY LOAD VALVE’.
09.09.1989 Repair ‘GRADE CONTROL VALVE’.
09.09.1989 Repair ‘LADDER’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘DOOR COMPLETE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘BRAKE PULL ROD’.
10.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘DISCHARGE DOOR’.
10.01.1991 Repair ‘STEP’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘LADDER’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
30.10.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘HANDRAILS END’.
27.12.1992 Repair ‘STEP’.
21.02.1993 Repair ‘SIDE BEARER’.
22.04.1993 Repair ‘LADDER’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘BRAKE PIN’.
26.05.1993 Repair ‘END BRAKE COCK’.
26.05.1993 Repair ‘END HOSE’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
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16.07.1993 Repair ‘DOOR SEAL’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘LADDER’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘LADDER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘END BRAKE COCK’.
15.10.1993 Repair ‘END HOSE’.
15.10.1993 Repair ‘TRAIN PIPE’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE SPRING’.
04.11.1993 Repair ‘LADDER’.
04.11.1993 Repair ‘WHEEL SET’.
22.11.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘DOOR LOCK MECHANISM’.
22.11.1993 Repair ‘DOOR OPENING MECHANISM’.
22.11.1993 Repair ‘HANDRAILS’.
22.11.1993 Repair ‘LADDER’.
22.11.1993 Repair ‘SIDE SILL’.
22.11.1993 Repair ‘STEP’.
22.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

11.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 49

Details: wagon ‘AHDL 49 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 09.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 14.11.1996
Due Triple Valve: 18.07.1990
Last Brake Cylinder: 17.12.1988
Last Single Car Test: 27.02.1988
Last Lift: 01.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
25.08.1989 Repair ‘SIDE STEP’.
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09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘EMPTY LOAD VALVE’.
09.09.1989 Repair ‘GRADE CONTROL VALVE’.
09.09.1989 Repair ‘LADDER’.
02.10.1989 Repair ‘DISCHARGE DOOR’.
02.10.1989 Repair ‘DOOR OPENING MECHANISM’.
25.10.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
26.11.1992 Repair ‘DOOR SEAL’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘DISCHARGE DOOR’.
21.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1992 Repair ‘EMPTY LOAD VALVE’.
21.12.1992 Repair ‘GRADE CONTROL VALVE’.
21.12.1992 Repair ‘STEP’.
21.12.1992 Repair ‘YOKE COMPLETE’.
20.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
09.09.1993 Repair ‘DOOR SEAL’.
17.09.1993 Repair ‘STEP’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.09.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 50

Details: wagon ‘AHDL 50 C’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 01.04.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.01.1997
Due Triple Valve: 01.11.1987
Last Single Car Test: 08.06.1994
Last Lift: 01.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘DOOR SEAL’.
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06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.
(RS4492)’.

14.05.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
11.04.1991 Repair ‘LADDER’.
11.04.1991 Repair ‘VEHICLE LOAD CAPACITY’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1991 Repair ‘YOKE COMPLETE’.
18.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
09.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1991 Repair ‘END BRAKE COCK’.
09.11.1991 Repair ‘STEP’.
09.11.1991 Repair ‘TRAIN PIPE’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘DOOR LOCK MECHANISM’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
11.05.1992 Repair ‘DOOR SEAL’.
16.12.1992 Repair ‘STEP’.
12.03.1993 Repair ‘DISCHARGE DOOR’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
07.11.1993 Repair ‘HANDRAILS END’.
14.12.1993 Repair ‘DOOR LOCK MECHANISM’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1994 Repair ‘DOOR SEAL’.
25.05.1994 Repair ‘YOKE CARRIER’.
04.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1994 Repair ‘WHEEL SET’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 51

Details: wagon ‘AHDL 51 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 10.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 07.11.1996
Due Triple Valve: 26.11.1994
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 27.11.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
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Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘DOOR HOPPER LOADING’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘HANDRAILS END’.
24.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.01.1992 Repair ‘DOOR SEAL’.
07.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘LADDER’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
02.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1993 Repair ‘COUPLER KNUCKLE’.
02.01.1993 Repair ‘EMPTY LOAD VALVE’.
02.01.1993 Repair ‘GRADE CONTROL VALVE’.
02.01.1993 Repair ‘LADDER’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
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17.07.1993 Repair ‘BRAKE LEVER’.
17.07.1993 Repair ‘END BRAKE COCK’.
21.07.1993 Repair ‘BODY COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
07.11.1993 Repair ‘HANDRAILS END’.
07.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.11.1993 Repair ‘DISCHARGE DOOR’.
17.11.1993 Repair ‘DOOR HOPPER LOADING’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘DOOR SEAL’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

19.09.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 52

Details: wagon ‘AHDL 52 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 05.03.1954
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 19.04.1991
Last Lift: 05.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

25.08.1989 Repair ‘STEP’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘EMPTY LOAD VALVE’.
06.09.1989 Repair ‘GRADE CONTROL VALVE’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1989 Repair ‘LADDER’.
06.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
06.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Repair ‘STEP’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
16.10.1989 Repair ‘DOOR SEAL’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
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24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘VEHICLE COMPLETE’.
24.10.1989 Repair ‘WHEEL SET’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
22.10.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.01.1991 Repair ‘END HOSE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1991 Repair ‘STEP’.
19.04.1991 Repair ‘STRIKING CASTING’.
19.04.1991 Repair ‘TRAIN PIPE (END)’.
19.04.1991 Repair ‘YOKE PIN’.
05.11.1991 Repair ‘STEP’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘DOOR COMPLETE’.
14.04.1992 Repair ‘DOOR HOPPER LOADING’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
26.11.1992 Repair ‘DOOR SEAL’.
22.12.1992 Repair ‘LADDER’.
28.08.1993 Repair ‘BRAKE BLOCK RB95’.
28.08.1993 Repair ‘BRAKE LEVER’.
28.08.1993 Repair ‘DOOR HINGES AND PINS’.
28.08.1993 Repair ‘DOOR LOCK MECHANISM’.
28.08.1993 Repair ‘DOOR OPENING MECHANISM’.
28.08.1993 Repair ‘DOOR SEAL’.
28.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
16.03.1994 Repair ‘WHEEL SET’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
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BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

22.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 53

Details: wagon ‘AHDL 53 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 02.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 13.12.1994
Last Brake Cylinder: 13.12.1993
Last Single Car Test: 18.01.1994
Last Lift: 27.11.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘EMPTY LOAD VALVE’.
09.09.1989 Repair ‘GRADE CONTROL VALVE’.
09.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1989 Repair ‘LADDER’.
09.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘DOOR OPENING MECHANISM’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘DOOR SEAL’.
04.04.1990 Repair ‘LADDER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘DOOR SEAL’.
29.06.1993 Repair ‘END HOSE’.
14.07.1993 Repair ‘LADDER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
19.10.1993 Repair ‘STEP’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘END BRAKE COCK’.
13.12.1993 Repair ‘END HOSE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘DOOR SEAL’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
05.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 54

Details: wagon ‘AHDL 54 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 26.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.02.1995
Due Triple Valve: 02.02.1995
Last Brake Cylinder: 02.02.1994
Last Single Car Test: 02.02.1994
Last Lift: 02.12.1986
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03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
25.08.1989 Repair ‘STEP’.
28.09.1989 Repair ‘DOOR SEAL’.
19.10.1989 Repair ‘DISCHARGE DOOR’.
19.10.1989 Repair ‘DOOR OPENING MECHANISM’.
08.03.1990 Repair ‘BOGIE BEARERS’.
09.03.1990 Repair ‘END HOSE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘END BRAKE COCK’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘SIDE BEARER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
08.04.1990 Repair ‘STEP’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
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16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘END BRAKE COCK’.
16.10.1990 Repair ‘END HOSE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘DISCHARGE DOOR’.
26.03.1992 Repair ‘DISCHARGE DOOR’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1992 Repair ‘STANCHION’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE CONTROL PIPE’.
10.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘LADDER’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
24.05.1992 Repair ‘DOOR SEAL’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘BRAKE SPRING’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BRAKE PULL ROD’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.
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13.12.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 55

Details: wagon ‘AHDL 55 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 19.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 04.11.1994
Last Brake Cylinder: 28.10.1988
Last Single Car Test: 04.11.1993
Last Lift: 02.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.
24.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1989 Repair ‘LADDER’.
24.07.1989 Repair ‘WHEEL SET’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
23.08.1989 Repair ‘DISCHARGE DOOR’.
23.08.1989 Repair ‘DOOR OPENING MECHANISM’.
04.10.1989 Repair ‘DOOR SEAL’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘GRADE CONTROL VALVE’.
16.08.1990 Repair ‘LADDER’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘DISCHARGE DOOR’.
13.12.1990 Repair ‘EMPTY LOAD VALVE’.
13.12.1990 Repair ‘END BRAKE COCK’.
13.12.1990 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.09.1992 Repair ‘DOOR SEAL’.
12.12.1992 Repair ‘STEP’.
24.03.1993 Repair ‘STEP’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1993 Repair ‘DISCHARGE DOOR’.
23.10.1993 Repair ‘DOOR HOPPER LOADING’.
23.10.1993 Repair ‘DOOR OPENING MECHANISM’.
23.10.1993 Repair ‘DOOR SEAL’.
23.10.1993 Repair ‘VEHICLE STENCILS’.
07.11.1993 Repair ‘HANDRAILS END’.
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12.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

25.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 56

Details: wagon ‘AHDL 56 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 19.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 06.11.1996
Due Triple Valve: 01.12.1994
Last Brake Cylinder: 01.12.1993
Last Single Car Test: 16.02.1994
Last Lift: 05.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
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NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘DOOR SEAL’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘LADDER’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
20.10.1989 Repair ‘DISCHARGE DOOR’.
20.10.1989 Repair ‘DISCHARGE DOOR’.
20.10.1989 Repair ‘DOOR OPENING MECHANISM’.
20.10.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
31.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.11.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘HANDRAILS END’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
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23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘BRAKE CONTROL PIPE’.
03.11.1993 Repair ‘BRAKE LEVER’.
03.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1993 Repair ‘BRANCH PIPE’.
03.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.11.1993 Repair ‘DISCHARGE DOOR’.
24.11.1993 Repair ‘DOOR HOPPER LOADING’.
24.11.1993 Repair ‘DOOR OPENING MECHANISM’.
24.11.1993 Repair ‘DOOR SEAL’.
24.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1993 Repair ‘VEHICLE STENCILS’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

19.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 57

Details: wagon ‘AHDL 57 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 11.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.03.1995
Due Triple Valve: 26.01.1994
Last Brake Cylinder: 07.06.1993
Last Single Car Test: 26.11.1993
Last Lift: 10.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

10.07.1989 Repair ‘DISCHARGE DOOR’.
10.07.1989 Repair ‘DOOR OPENING MECHANISM’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1989 Repair ‘END HOSE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

1026



2.47. Wagon classification starting with ‘AHD’

04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
07.05.1992 Repair ‘DOOR SEAL’.
08.11.1992 Repair ‘WHEEL SET’.
28.12.1992 Repair ‘STEP’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRAKE BLOCK RB95’.
26.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.01.1993 Repair ‘DISCHARGE DOOR’.
26.01.1993 Repair ‘DOOR HOPPER LOADING’.
26.01.1993 Repair ‘STEP’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE SPRING’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1993 Repair ‘STEP’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘BRAKE LEVER’.
01.07.1993 Repair ‘DOOR SEAL’.
29.07.1993 Repair ‘END HOSE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HOPPER LOADING’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘DOOR SEAL’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON
BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

18.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 58

Details: wagon ‘AHDL 58 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 28.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 03.01.1995
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 21.12.1989
Last Lift: 19.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
08.11.1989 Repair ‘DOOR OPENING MECHANISM’.
04.12.1989 Repair ‘SIDE MEMBER’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘DISCHARGE DOOR’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1989 Repair ‘VEHICLE LOAD CAPACITY’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
08.05.1992 Repair ‘DOOR SEAL’.
24.03.1993 Repair ‘HANDRAILS END’.
24.03.1993 Repair ‘STEP’.
03.06.1993 Repair ‘HANDRAILS’.
07.06.1993 Repair ‘LADDER’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘DISCHARGE DOOR’.
13.08.1993 Repair ‘DISCHARGE DOOR’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘CENTRE SILL’.
22.11.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘DOOR OPENING MECHANISM’.
22.11.1993 Repair ‘END BRAKE COCK’.
22.11.1993 Repair ‘HANDRAILS’.
22.11.1993 Repair ‘LADDER’.
22.11.1993 Repair ‘SIDE BEARER’.
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22.11.1993 Repair ‘SIDE SILL’.
22.11.1993 Repair ‘STEP’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BRANCH PIPE’.
26.11.1993 Repair ‘DOOR SEAL’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 59

Details: wagon ‘AHDL 59 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 26.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.01.1997
Due Triple Valve: 26.11.1994
Last Brake Cylinder: 19.04.1989
Last Single Car Test: 26.11.1993
Last Lift: 19.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
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NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.10.1989 Repair ‘STEP’.
15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘DOOR LOCK MECHANISM’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
31.05.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
24.05.1992 Repair ‘DOOR SEAL’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘LADDER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
07.11.1993 Repair ‘END BRAKE COCK’.
07.11.1993 Repair ‘LADDER’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.11.1993 Repair ‘DISCHARGE DOOR’.
17.11.1993 Repair ‘DOOR HOPPER LOADING’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘DOOR SEAL’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
10.01.1994 Repair ‘END HOSE’.
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15.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

29.09.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 60

Details: wagon ‘AHDL 60 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 18.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1995
Due Triple Valve: 11.09.1993
Last Brake Cylinder: 11.09.1992
Last Single Car Test: 06.04.1994
Last Lift: 10.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
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BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘DOOR OPENING MECHANISM’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘DOOR SEAL’.
20.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1989 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘LADDER’.
26.07.1990 Repair ‘STEP’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.
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(GRN92)’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1992 Repair ‘BRAKE LEVER’.
11.09.1992 Repair ‘BRAKE PULL ROD’.
11.09.1992 Repair ‘BRANCH PIPE’.
11.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1992 Repair ‘COUPLER KNUCKLE’.
11.09.1992 Repair ‘DISCHARGE DOOR’.
11.09.1992 Repair ‘DOOR SEAL’.
11.09.1992 Repair ‘EMPTY LOAD VALVE’.
11.09.1992 Repair ‘END BRAKE COCK’.
11.09.1992 Repair ‘GRADE CONTROL VALVE’.
11.09.1992 Repair ‘LADDER’.
11.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1992 Repair ‘STEP’.
11.09.1992 Repair ‘TRAIN PIPE (END)’.
25.02.1993 Repair ‘STEP’.
25.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘DISCHARGE DOOR’.
15.10.1993 Repair ‘DOOR OPENING MECHANISM’.
15.10.1993 Repair ‘DOOR SEAL’.
15.10.1993 Repair ‘LADDER’.
10.01.1994 Repair ‘END HOSE’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘DOOR OPENING MECHANISM’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

27.01.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 61

Details: wagon ‘AHDL 61 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad

1034



2.47. Wagon classification starting with ‘AHD’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 04.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 26.11.1994
Due Triple Valve: 14.06.1995
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 14.06.1994
Last Lift: 22.12.1986

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BEARINGS’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
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24.10.1989 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1991 Repair ‘DISCHARGE DOOR’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE PULL ROD’.
20.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘DOOR SEAL’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘SIDE MEMBER’.
22.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.12.1992 Repair ‘SIDE STEP’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Repair ‘WHEEL SET’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BRAKE LEVER’.
17.05.1993 Repair ‘BRAKE PIN’.
17.05.1993 Repair ‘BRAKE PIN’.
17.05.1993 Repair ‘SIDE BEARER’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HOPPER LOADING’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
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18.11.1993 Repair ‘DOOR SEAL’.
18.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
02.12.1993 Repair ‘DISCHARGE DOOR’.
02.12.1993 Repair ‘STEP’.
19.12.1993 Repair ‘END HOSE’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘DOOR SEAL’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1994 Repair ‘BRAKE BLOCK RB95’.
27.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.05.1994 Repair ‘END HOSE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

26.11.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 62

Details: wagon ‘AHDL 62 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 10.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 14.11.1994
Due Triple Valve: 29.07.1994
Last Brake Cylinder: 16.04.1991
Last Single Car Test: 28.02.1994
Last Lift: 11.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘DOOR OPENING MECHANISM’.
16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
23.07.1990 Repair ‘LADDER’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘EMPTY LOAD VALVE’.
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16.04.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1991 Repair ‘LADDER’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘STEP’.
16.04.1991 Repair ‘WEAR PLATES & SADDLES’.
25.02.1992 Repair ‘LADDER’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
22.04.1992 Repair ‘DOOR SEAL’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.07.1993 Repair ‘COUPLER KNUCKLE’.
29.07.1993 Repair ‘EMPTY LOAD VALVE’.
29.07.1993 Repair ‘GRADE CONTROL VALVE’.
29.07.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BEARINGS’.
12.10.1993 Repair ‘LADDER’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘DOOR SEAL’.
23.11.1993 Repair ‘END HOSE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.11.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 63

Details: wagon ‘AHDL 63 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 22.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 01.02.1988
Last Brake Cylinder: 18.10.1989
Last Single Car Test: 08.04.1994
Last Lift: 16.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
27.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘HANDBRAKE HANDLE’.
18.10.1989 Repair ‘LADDER’.
18.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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18.10.1989 Repair ‘VEHICLE RETARE’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘LADDER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.11.1991 Repair ‘STEP’.
29.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BRAKE BLOCK RB95’.
27.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
24.03.1993 Repair ‘STEP’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘CARD OR CLIP HOLDER’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘BRAKE LEVER’.
23.09.1993 Repair ‘DOOR HOPPER LOADING’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘DOOR OPENING MECHANISM’.
23.09.1993 Repair ‘DOOR SEAL’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE SPRING’.
29.11.1993 Repair ‘COUPLER KNUCKLE’.
29.11.1993 Repair ‘LADDER’.
29.11.1993 Repair ‘STEP’.
03.01.1994 Repair ‘TRAIN PIPE (END)’.
16.01.1994 Repair ‘STEP’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1994 Repair ‘BRAKE LEVER’.
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20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1994 Repair ‘DOOR COVERING’.
20.05.1994 Repair ‘DOOR LOCK MECHANISM’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

18.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 64

Details: wagon ‘AHDL 64 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 10.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 01.02.1988
Last Brake Cylinder: 27.03.1990
Last Single Car Test: 05.01.1994
Last Lift: 18.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
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BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

10.07.1989 Repair ‘DISCHARGE DOOR’.
10.07.1989 Repair ‘DOOR OPENING MECHANISM’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘COUPLER COMPLETE’.
06.09.1989 Repair ‘EMPTY LOAD VALVE’.
06.09.1989 Repair ‘GRADE CONTROL VALVE’.
06.09.1989 Repair ‘HANDBRAKE HANDLE’.
06.09.1989 Repair ‘LADDER’.
06.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1989 Repair ‘TRAIN PIPE’.
06.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
05.10.1989 Repair ‘DISCHARGE DOOR’.
05.10.1989 Repair ‘DOOR SEAL’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘GRADE CONTROL VALVE’.
27.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘DOOR SEAL’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘VEHICLE COMPLETE’.
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1990 Repair ‘BRAKE BLOCK RB101’.
03.11.1990 Repair ‘BRAKE PULL ROD’.
03.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1991 Repair ‘DISCHARGE DOOR’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘DISCHARGE DOOR’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
16.12.1992 Repair ‘STEP’.
05.01.1993 Repair ‘DOOR SEAL’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘LADDER’.
08.06.1993 Repair ‘SIDE MEMBER’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘LADDER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘HAND RELEASE (AIR)’.
12.10.1993 Repair ‘LADDER’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
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08.12.1993 Repair ‘HAND RELEASE (AIR)’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘DOOR SEAL’.
17.01.1994 Repair ‘LADDER’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.11.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 65

Details: wagon ‘AHDL 65 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 05.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 20.02.1997
Due Triple Valve: 05.07.1991
Last Brake Cylinder: 24.05.1989
Last Single Car Test: 22.11.1993
Last Lift: 18.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘DISCHARGE DOOR’.
17.10.1989 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.04.1990 Repair ‘BRAKE BLOCK RB95’.
25.04.1990 Repair ‘BRAKE PULL ROD’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Repair ‘WHEEL SET’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘CARD OR CLIP HOLDER’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘WHEEL SET’.
23.07.1990 Repair ‘DOOR COMPLETE’.
23.07.1990 Repair ‘END BRAKE COCK’.
23.07.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
07.01.1991 Repair ‘STEP’.
07.01.1991 Repair ‘WHEEL SET’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘EMPTY LOAD VALVE’.
08.03.1991 Repair ‘GRADE CONTROL VALVE’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
07.06.1993 Repair ‘LADDER’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE LEVER’.
07.09.1993 Repair ‘ISOLATING COCK’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘DOOR SEAL’.
29.10.1993 Repair ‘END BRAKE COCK’.
29.10.1993 Repair ‘TRANSOM’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘CENTRE SILL’.
22.11.1993 Repair ‘END BRAKE COCK’.
22.11.1993 Repair ‘HANDRAILS’.
22.11.1993 Repair ‘LADDER’.
22.11.1993 Repair ‘SIDE BEARER’.
22.11.1993 Repair ‘STEP’.
29.12.1993 Repair ‘STEP’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

28.12.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
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02.01.1997 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 66

Details: wagon ‘AHDL 66 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 31.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 21.01.1997
Due Triple Valve: 10.05.1994
Last Brake Cylinder: 10.05.1993
Last Single Car Test: 19.04.1993
Last Lift: 24.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘DOOR OPENING MECHANISM’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
16.11.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
17.08.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
20.04.1992 Repair ‘DOOR SEAL’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1993 Repair ‘DOOR SEAL’.
07.04.1993 Repair ‘END BRAKE COCK’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.05.1993 Repair ‘DISCHARGE DOOR’.
10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘STEP’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

1049



2. TIMS GROUP INFORMATION - WAGONS

19.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 67

Details: wagon ‘AHDL 67 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 05.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 14.12.1994
Due Triple Valve: 02.04.1990
Last Brake Cylinder: 16.08.1991
Last Single Car Test: 21.10.1993
Last Lift: 27.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘VEHICLE COMPLETE’.
04.10.1989 Repair ‘DISCHARGE DOOR’.
04.10.1989 Repair ‘DOOR OPENING MECHANISM’.
16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Repair ‘STEP’.
11.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘DOOR COMPLETE’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
26.11.1992 Repair ‘DOOR SEAL’.
24.03.1993 Repair ‘STEP’.
07.06.1993 Repair ‘LADDER’.
09.06.1993 Repair ‘LADDER’.
14.07.1993 Repair ‘LADDER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘DISCHARGE DOOR’.
12.10.1993 Repair ‘DOOR HOPPER LOADING’.
12.10.1993 Repair ‘DOOR OPENING MECHANISM’.
12.10.1993 Repair ‘DOOR SEAL’.
12.10.1993 Repair ‘VEHICLE STENCILS’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.12.1994 Repair ‘VEHICLE COMPLETE’.
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AHDL 68

Details: wagon ‘AHDL 68 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 24.12.1952
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Due Triple Valve: 27.01.1994
Last Brake Cylinder: 11.03.1993
Last Lift: 27.02.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.
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20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘DOOR OPENING MECHANISM’.
11.10.1989 Repair ‘STEP’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.12.1990 Repair ‘END BRAKE COCK’.
06.12.1990 Repair ‘END HOSE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
12.08.1992 Repair ‘DOOR SEAL’.
07.01.1993 Repair ‘COUPLER COMPLETE’.
07.01.1993 Repair ‘WEAR PLATES & SADDLES’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.01.1993 Repair ‘END BRAKE COCK’.
21.01.1993 Repair ‘STEP’.
21.01.1993 Repair ‘WEAR PLATES & SADDLES’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘DISCHARGE DOOR’.
11.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1993 Repair ‘WHEEL SET’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE LEVER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘DOOR SEAL’.
23.11.1993 Repair ‘END FRAME MEMBER’.
23.11.1993 Repair ‘LADDER’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘TRANSOM’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
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29.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 69

Details: wagon ‘AHDL 69 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 17.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 19.01.1997
Due Triple Valve: 10.11.1994
Last Brake Cylinder: 10.11.1993
Last Single Car Test: 10.11.1993
Last Lift: 11.03.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

03.10.1989 Repair ‘DISCHARGE DOOR’.
03.10.1989 Repair ‘DOOR OPENING MECHANISM’.
15.11.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
25.07.1990 Repair ‘END BRAKE COCK’.
10.10.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.01.1991 Repair ‘HOSE FITTINGS’.
08.03.1991 Repair ‘STEP’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘DISCHARGE DOOR’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘LADDER’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘WHEEL SET’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
30.10.1992 Repair ‘DOOR SEAL’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘DISCHARGE DOOR’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.11.1993 Repair ‘DISCHARGE DOOR’.
04.11.1993 Repair ‘DOOR HOPPER LOADING’.
04.11.1993 Repair ‘DOOR OPENING MECHANISM’.
04.11.1993 Repair ‘DOOR SEAL’.
04.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1993 Repair ‘VEHICLE STENCILS’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

11.10.1994 Repair ‘VEHICLE COMPLETE’.
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17.10.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 70

Details: wagon ‘AHDL 70 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 11.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.02.1997
Due Triple Valve: 09.03.1995
Last Brake Cylinder: 09.03.1994
Last Single Car Test: 09.03.1994
Last Lift: 11.03.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

12.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1989 Repair ‘STEP’.
29.09.1989 Repair ‘DISCHARGE DOOR’.
29.09.1989 Repair ‘DOOR OPENING MECHANISM’.
23.12.1989 Repair ‘SIDE BEARER’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE CONTROL PIPE’.
03.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘SIDE BEARER’.
03.01.1990 Repair ‘VEHICLE LOAD CAPACITY’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
14.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
02.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘CARD OR CLIP HOLDER’.
14.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
07.05.1992 Repair ‘DOOR SEAL’.
04.06.1993 Repair ‘LADDER’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘END BRAKE COCK’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.
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(GRN93)’.
25.11.1993 Repair ‘CENTRE SILL’.
25.11.1993 Repair ‘LADDER’.
25.11.1993 Repair ‘SIDE BEARER’.
25.11.1993 Repair ‘STEP’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1994 Repair ‘LADDER’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
23.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 71

Details: wagon ‘AHDL 71 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 04.03.1954
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 06.01.1994
Last Brake Cylinder: 06.01.1993
Last Single Car Test: 09.03.1994
Last Lift: 13.03.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
04.10.1989 Repair ‘HOSE FITTINGS’.
09.10.1989 Repair ‘DOOR SEAL’.
31.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
18.12.1990 Repair ‘END HOSE’.
26.01.1991 Repair ‘END BRAKE COCK’.
08.07.1991 Repair ‘STEP’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘DISCHARGE DOOR’.
18.07.1991 Repair ‘DOOR COVERING’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
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18.07.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
15.09.1992 Repair ‘DOOR SEAL’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Repair ‘LADDER’.
06.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘STEP’.
09.06.1993 Repair ‘DOOR LOCK MECHANISM’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
09.09.1993 Repair ‘DOOR SEAL’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

13.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
21.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 72

Details: wagon ‘AHDL 72 N’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 18.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 28.02.1995
Due Triple Valve: 31.07.1993
Last Brake Cylinder: 11.07.1989
Last Lift: 18.03.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

29.09.1989 Repair ‘DISCHARGE DOOR’.
29.09.1989 Repair ‘DOOR OPENING MECHANISM’.
15.11.1989 Repair ‘DOOR SEAL’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
21.04.1990 Repair ‘STEP’.
30.04.1990 Repair ‘LADDER’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
01.10.1991 Repair ‘END BRAKE COCK’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1992 Repair ‘END BRAKE COCK’.
19.11.1992 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
10.09.1993 Repair ‘STEP’.
14.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

25.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
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AHDL 73

Details: wagon ‘AHDL 73 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 13.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 10.12.1994
Due Triple Valve: 20.06.1989
Last Lift: 27.03.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
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27.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1989 Repair ‘DISCHARGE DOOR’.
06.10.1989 Repair ‘DOOR OPENING MECHANISM’.
22.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
19.04.1990 Repair ‘STEP’.
23.07.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.07.1991 Repair ‘LADDER’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
29.04.1992 Repair ‘DOOR SEAL’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Repair ‘HANDRAILS’.
20.07.1993 Repair ‘LADDER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
21.10.1993 Repair ‘STEP’.
17.01.1994 Repair ‘HANDRAILS END’.
17.01.1994 Repair ‘SIDE STEP’.
20.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

08.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 74

Details: wagon ‘AHDL 74 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 09.12.1952
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 15.12.1996
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 01.01.1994
Last Lift: 27.03.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.08.1989 Repair ‘DOOR SEAL’.
27.09.1989 Repair ‘END HOSE’.
13.10.1989 Repair ‘DISCHARGE DOOR’.
13.10.1989 Repair ‘DISCHARGE DOOR’.
13.10.1989 Repair ‘DOOR OPENING MECHANISM’.
13.10.1989 Repair ‘DOOR OPENING MECHANISM’.
15.10.1989 Repair ‘STEP’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘DISCHARGE DOOR’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
10.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘WHEEL SET’.
29.10.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
30.10.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘STEP’.
24.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1993 Repair ‘STEP’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
10.09.1993 Repair ‘STEP’.
22.10.1993 Repair ‘BRAKE BLOCK RB101’.
29.10.1993 Repair ‘STEP’.
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BRAKE BLOCK RB95’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BRAKE PULL ROD’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
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AHDL 75

Details: wagon ‘AHDL 75 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 18.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 13.11.1996
Due Triple Valve: 01.03.1988
Last Triple Valve: 26.11.1993
Last Brake Cylinder: 15.04.1992
Last Single Car Test: 26.11.1993
Last Lift: 03.04.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘DOOR SEAL’.
09.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1989 Repair ‘VEHICLE LOAD CAPACITY’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘END BRAKE COCK’.
08.08.1990 Repair ‘TRAIN PIPE (END)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
03.03.1992 Repair ‘END HOSE’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘DISCHARGE DOOR’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘LADDER’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘LADDER’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘STEP’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
10.06.1992 Repair ‘DOOR SEAL’.
14.10.1992 Repair ‘STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
06.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1993 Repair ‘DISCHARGE DOOR’.
17.11.1993 Repair ‘DOOR HOPPER LOADING’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘DOOR SEAL’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
06.12.1993 Repair ‘STEP’.
04.01.1994 Repair ‘LADDER’.
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01.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

04.10.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 76

Details: wagon ‘AHDL 76 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 09.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 56 tonnes

Fleet Grp Code: AF SH SV
Return to Service Date: 21.02.1997
Due Triple Valve: 23.03.1992
Last Brake Cylinder: 04.01.1990
Last Single Car Test: 06.04.1994
Last Lift: 12.06.1981

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.11.1989 Repair ‘DISCHARGE DOOR’.
28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘STEP’.
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘DISCHARGE DOOR’.
23.03.1991 Repair ‘DISCHARGE DOOR’.
23.03.1991 Repair ‘EMPTY LOAD VALVE’.
23.03.1991 Repair ‘GRADE CONTROL VALVE’.
23.03.1991 Repair ‘SIDE MEMBER’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
14.11.1992 Repair ‘DOOR SEAL’.
08.01.1993 Repair ‘SIDE STEP’.
07.06.1993 Repair ‘LADDER’.
30.06.1993 Repair ‘STEP’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘WHEEL SET’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
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23.09.1993 Repair ‘BRAKE LEVER’.
23.09.1993 Repair ‘DISCHARGE DOOR’.
23.09.1993 Repair ‘DOOR HOPPER LOADING’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘DOOR OPENING MECHANISM’.
23.09.1993 Repair ‘DOOR SEAL’.
16.10.1993 Repair ‘STEP’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘CENTRE SILL’.
07.12.1993 Repair ‘CENTRE SILL’.
07.12.1993 Repair ‘HANDRAILS’.
07.12.1993 Repair ‘LADDER’.
07.12.1993 Repair ‘LADDER’.
07.12.1993 Repair ‘SIDE BEARER’.
07.12.1993 Repair ‘SIDE BEARER’.
07.12.1993 Repair ‘SIDE STEP’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘DISCHARGE DOOR’.
10.12.1993 Repair ‘EMPTY LOAD VALVE’.
10.12.1993 Repair ‘GRADE CONTROL VALVE’.
10.12.1993 Repair ‘YOKE COMPLETE’.
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘YOKE PIN’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘DOOR OPENING MECHANISM’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

19.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHDL 77

Details: wagon ‘AHDL 77 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 22.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 30.01.1995
Due Triple Valve: 20.07.1991
Last Brake Cylinder: 20.07.1990
Last Single Car Test: 06.04.1994
Last Lift: 10.04.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘BRAKE LEVER’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
06.09.1989 Repair ‘LADDER’.
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘EMPTY LOAD VALVE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
12.09.1989 Repair ‘LADDER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE CONTROL PIPE’.
20.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.07.1990 Repair ‘LADDER’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘WHEEL SET’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘STEP’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRANCH PIPE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR SEAL’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘DOOR SEAL’.
14.05.1991 Repair ‘LADDER’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
26.11.1992 Repair ‘DOOR SEAL’.
23.04.1993 Repair ‘STEP’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE LEVER’.
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17.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
23.10.1993 Repair ‘LADDER’.
14.12.1993 Repair ‘DOOR SEAL’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER COMPLETE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HANDBRAKE HANDLE’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
13.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘DOOR OPENING MECHANISM’.
16.03.1994 Repair ‘DOOR SEAL’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 78

Details: wagon ‘AHDL 78 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 16.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 21.01.1997
Due Triple Valve: 26.11.1994
Last Single Car Test: 09.12.1993
Last Lift: 10.04.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1989 Repair ‘STEP’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.02.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
24.05.1992 Repair ‘DOOR SEAL’.
29.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1993 Repair ‘BRAKE LEVER’.
29.05.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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17.11.1993 Repair ‘DISCHARGE DOOR’.
17.11.1993 Repair ‘DOOR HOPPER LOADING’.
17.11.1993 Repair ‘DOOR OPENING MECHANISM’.
17.11.1993 Repair ‘DOOR SEAL’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘DOOR OPENING MECHANISM’.
30.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1994 Repair ‘STEP’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘DISCHARGE DOOR’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

05.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
21.12.1996 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 79

Details: wagon ‘AHDL 79 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 09.02.1953
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Due Triple Valve: 29.08.1990
Last Brake Cylinder: 29.08.1989
Last Lift: 14.04.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

10.07.1989 Repair ‘DISCHARGE DOOR’.
10.07.1989 Repair ‘DOOR OPENING MECHANISM’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1989 Repair ‘DOOR SEAL’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘LADDER’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
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22.05.1990 Repair ‘DOOR HOPPER LOADING’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘STEP’.
22.05.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘DISCHARGE DOOR’.
23.01.1991 Repair ‘STEP’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘DOOR SEAL’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘DOOR SEAL’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1991 Repair ‘LADDER’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
18.07.1991 Repair ‘LADDER’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘DOOR COMPLETE’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘SIDE SHEET’.
04.04.1992 Repair ‘HANDRAILS’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
14.08.1993 Repair ‘STEP’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
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16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘SIDE SHEET’.
07.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘END FRAME MEMBER’.
12.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
23.11.1993 Repair ‘HANDRAILS’.
23.11.1993 Repair ‘LADDER’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘STEP’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

14.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 80

Details: wagon ‘AHDL 80 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 28.11.1952
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

1079



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 12.01.1997
Due Triple Valve: 19.04.1990
Last Brake Cylinder: 19.04.1989
Last Lift: 23.04.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

10.07.1989 Repair ‘DISCHARGE DOOR’.
10.07.1989 Repair ‘DOOR OPENING MECHANISM’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘DOOR SEAL’.
23.11.1989 Repair ‘END HOSE’.
25.12.1989 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
02.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
28.07.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.11.1991 Repair ‘STEP’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
05.05.1992 Repair ‘LADDER’.
16.09.1992 Repair ‘DOOR SEAL’.
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27.12.1992 Repair ‘STEP’.
16.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1993 Repair ‘LADDER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
16.01.1994 Repair ‘HANDRAILS END’.
16.01.1994 Repair ‘STEP’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 81

Details: wagon ‘AHDL 81 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 30.01.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.01.1997
Due Triple Valve: 08.04.1995
Last Brake Cylinder: 11.07.1989
Last Single Car Test: 08.04.1994
Last Lift: 23.04.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
29.09.1989 Repair ‘DISCHARGE DOOR’.
29.09.1989 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
27.04.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.02.1991 Repair ‘END HOSE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘DISCHARGE DOOR’.
26.03.1991 Repair ‘DOOR COVERING’.
26.03.1991 Repair ‘DOOR SEAL’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
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27.03.1991 Repair ‘END HOSE’.
12.01.1992 Repair ‘HANDRAILS’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
07.05.1992 Repair ‘DOOR SEAL’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘DOOR LOCK MECHANISM’.
27.08.1993 Repair ‘DOOR OPENING MECHANISM’.
27.08.1993 Repair ‘DOOR SEAL’.
27.08.1993 Repair ‘DOOR SEAL’.
27.08.1993 Repair ‘LADDER’.
27.08.1993 Repair ‘SIDE STEP’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.11.1993 Repair ‘VEHICLE STENCILS’.
11.01.1994 Repair ‘SIDE MEMBER’.
11.01.1994 Repair ‘SIDE MEMBER’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘DOOR SEAL’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.03.1994 Repair ‘WHEEL SET’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

17.10.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 82

Details: wagon ‘AHDL 82 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 08.02.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 16.12.1994
Last Brake Cylinder: 16.12.1993
Last Single Car Test: 16.12.1993
Last Lift: 06.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.09.1989 Repair ‘DOOR SEAL’.
19.10.1989 Repair ‘DISCHARGE DOOR’.
19.10.1989 Repair ‘DOOR OPENING MECHANISM’.
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23.11.1989 Repair ‘END HOSE’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.11.1991 Repair ‘STEP’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘DISCHARGE DOOR’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1991 Repair ‘VEHICLE LOAD CAPACITY’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
30.09.1992 Repair ‘DOOR SEAL’.
14.04.1993 Repair ‘BRAKE LEVER’.
14.04.1993 Repair ‘LADDER’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BRAKE LEVER’.
17.06.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘COUPLER COMPLETE’.
01.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.11.1993 Repair ‘WEAR PLATES & SADDLES’.
01.11.1993 Repair ‘YOKE CARRIER’.
01.11.1993 Repair ‘YOKE COMPLETE’.
01.11.1993 Repair ‘YOKE PIN’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1993 Repair ‘DISCHARGE DOOR’.
07.12.1993 Repair ‘DOOR HOPPER LOADING’.
07.12.1993 Repair ‘DOOR OPENING MECHANISM’.
07.12.1993 Repair ‘DOOR SEAL’.
07.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1993 Repair ‘VEHICLE STENCILS’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
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PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 83

Details: wagon ‘AHDL 83 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 12.02.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 05.01.1995
Due Triple Valve: 23.07.1994
Last Brake Cylinder: 23.07.1993
Last Single Car Test: 22.10.1993
Last Lift: 06.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
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Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

07.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1989 Repair ‘LADDER’.
01.09.1989 Repair ‘LADDER’.
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
08.04.1990 Repair ‘STEP’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘WHEEL SET’.
23.07.1990 Repair ‘HANDRAILS END’.
17.09.1990 Repair ‘END BRAKE COCK’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1990 Repair ‘BRAKE PIN’.
28.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1990 Repair ‘LADDER’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Repair ‘YOKE COMPLETE’.
28.09.1990 Repair ‘YOKE PIN’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
18.06.1991 Repair ‘YOKE PIN’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
24.05.1992 Repair ‘DOOR SEAL’.
26.12.1992 Repair ‘STEP’.
20.06.1993 Repair ‘STEP’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.07.1993 Repair ‘BOGIE BEARINGS’.
16.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘DOOR SEAL’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘LADDER’.
16.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1993 Repair ‘DISCHARGE DOOR’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘DISCHARGE DOOR’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1993 Repair ‘DISCHARGE DOOR’.
15.10.1993 Repair ‘DOOR OPENING MECHANISM’.
15.10.1993 Repair ‘DOOR SEAL’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘LADDER’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

16.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.

AHDL 84

Details: wagon ‘AHDL 84 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 24.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 25.11.1994
Due Triple Valve: 01.05.1988
Last Single Car Test: 08.06.1994
Last Lift: 13.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

12.08.1989 Repair ‘DOOR SEAL’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘LADDER’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
17.10.1989 Repair ‘DISCHARGE DOOR’.
17.10.1989 Repair ‘DOOR OPENING MECHANISM’.
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05.04.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
29.04.1992 Repair ‘DOOR SEAL’.
05.01.1993 Repair ‘WHEEL SET’.
13.01.1993 Repair ‘LADDER’.
06.04.1993 Repair ‘STEP’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘WHEEL SET’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘DISCHARGE DOOR’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘WHEEL SET’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.

AHDL 85

Details: wagon ‘AHDL 85 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 131
Date Built: 28.11.1952
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 12.01.1997
Due Triple Valve: 28.10.1994
Last Brake Cylinder: 28.10.1993
Last Single Car Test: 06.04.1994
Last Lift: 13.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

14.09.1989 Repair ‘DOOR SEAL’.
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Repair ‘DISCHARGE DOOR’.
19.10.1989 Repair ‘DOOR OPENING MECHANISM’.
03.11.1989 Repair ‘STEP’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘LADDER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘DISCHARGE DOOR’.
24.04.1990 Repair ‘END FRAME MEMBER’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

11.01.1991 Repair ‘STEP’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘CARD OR CLIP HOLDER’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1991 Repair ‘DOOR OPENING MECHANISM’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘STEP’.
23.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
26.11.1992 Repair ‘DOOR SEAL’.
02.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1993 Repair ‘CARD OR CLIP HOLDER’.
02.01.1993 Repair ‘COUPLER KNUCKLE’.
02.01.1993 Repair ‘EMPTY LOAD VALVE’.
02.01.1993 Repair ‘GRADE CONTROL VALVE’.
02.01.1993 Repair ‘LADDER’.
03.03.1993 Repair ‘WHEEL SET’.
06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1993 Repair ‘COUPLER KNUCKLE’.
06.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.03.1993 Repair ‘GRADE CONTROL VALVE’.
06.03.1993 Repair ‘WHEEL SET’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
05.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.10.1993 Repair ‘DISCHARGE DOOR’.
05.10.1993 Repair ‘DOOR OPENING MECHANISM’.
05.10.1993 Repair ‘DOOR SEAL’.
05.10.1993 Repair ‘END HOSE’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.10.1993 Repair ‘DISCHARGE DOOR’.
21.10.1993 Repair ‘DOOR HINGES AND PINS’.
21.10.1993 Repair ‘DOOR OPENING MECHANISM’.
21.10.1993 Repair ‘DOOR SEAL’.
21.10.1993 Repair ‘LADDER’.
21.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
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07.11.1993 Repair ‘SIDE MEMBER’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1994 Repair ‘BRAKE BLOCK RB95’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

28.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 86

Details: wagon ‘AHDL 86 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 05.12.1952
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 05.03.1995
Due Triple Valve: 03.11.1994
Last Brake Cylinder: 03.11.1993
Last Single Car Test: 08.06.1994
Last Lift: 15.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘DOOR LOCK MECHANISM’.
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Repair ‘LADDER’.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1989 Repair ‘SIDE MEMBER’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
29.12.1989 Repair ‘DOOR SEAL’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1990 Repair ‘STEP’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘SIDE MEMBER’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
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10.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
29.03.1991 Repair ‘LADDER’.
17.05.1991 Repair ‘STEP’.
16.07.1991 Repair ‘LADDER’.
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘BRAKE BLOCK RB95’.
04.04.1992 Repair ‘BRAKE LEVER’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘EMPTY LOAD VALVE’.
04.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
17.04.1992 Repair ‘DOOR SEAL’.
22.12.1992 Repair ‘STEP’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘END HOSE’.
29.07.1993 Repair ‘STEP’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1993 Repair ‘END HOSE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1994 Repair ‘BRAKE PULL ROD’.
18.05.1994 Repair ‘WHEEL SET’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘WHEEL SET’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
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AHDL 87

Details: wagon ‘AHDL 87 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 23.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Fleet Grp Code: AF SH SV
Return to Service Date: 26.10.1996
Due Triple Valve: 23.09.1989
Last Triple Valve: 30.03.1990
Last Single Car Test: 16.02.1994
Last Lift: 26.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.
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19.09.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘DOOR SEAL’.
09.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1990 Repair ‘STEP’.
26.03.1990 Repair ‘LADDER’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘LADDER’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.04.1990 Repair ‘LADDER’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘DOOR HOPPER LOADING’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.01.1991 Repair ‘DISCHARGE DOOR’.
08.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1991 Repair ‘YOKE COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRANCH PIPE’.
23.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.01.1991 Repair ‘DISCHARGE DOOR’.
23.01.1991 Repair ‘EMPTY LOAD VALVE’.
23.01.1991 Repair ‘GRADE CONTROL VALVE’.
23.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1991 Repair ‘WHEEL SET’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘END BRAKE COCK’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
04.11.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘STEP’.
04.05.1993 Repair ‘DOOR LOCK MECHANISM’.
14.07.1993 Repair ‘LADDER’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘BRAKE LEVER’.
21.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.12.1993 Repair ‘DOOR SEAL’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘LADDER’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

03.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 88

Details: wagon ‘AHDL 88 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 29.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Fleet Grp Code: SH AF SV
Return to Service Date: 27.01.1997
Due Triple Valve: 21.12.1989
Last Single Car Test: 18.01.1994
Last Lift: 26.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.10.1989 Repair ‘DISCHARGE DOOR’.
06.10.1989 Repair ‘DOOR OPENING MECHANISM’.
02.11.1989 Repair ‘END BRAKE COCK’.
02.11.1989 Repair ‘TRAIN PIPE (END)’.
15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘DISCHARGE DOOR’.
21.02.1990 Repair ‘DOOR LOCK MECHANISM’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.03.1990 Repair ‘DISCHARGE DOOR’.
20.03.1990 Repair ‘DOOR OPENING MECHANISM’.
20.03.1990 Repair ‘STEP’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.12.1990 Repair ‘COUPLER COMPLETE’.
20.12.1990 Repair ‘DISCHARGE DOOR’.
20.12.1990 Repair ‘DOOR COMPLETE’.
20.12.1990 Repair ‘DOOR HINGES AND PINS’.
20.12.1990 Repair ‘DOOR HINGES AND PINS’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘DOOR OPENING MECHANISM’.
20.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1990 Repair ‘LADDER’.
20.12.1990 Repair ‘SIDE BEARER’.
20.12.1990 Repair ‘SIDE MEMBER’.
20.12.1990 Repair ‘SIDE SILL’.
20.12.1990 Repair ‘SIDE SILL’.
20.12.1990 Repair ‘STEP’.
20.12.1990 Repair ‘YOKE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.
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(GRN92)’.
22.04.1992 Repair ‘DOOR SEAL’.
12.12.1992 Repair ‘STEP’.
07.09.1993 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL. (GRN93)’.
10.10.1993 Repair ‘LADDER’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘DOOR SEAL’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1994 Repair ‘WHEEL SET’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 89

Details: wagon ‘AHDL 89 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 24.02.1954
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 15.01.1997
Due Triple Valve: 04.11.1994
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 26.11.1993
Last Lift: 16.06.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

26.07.1989 Repair ‘LADDER’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
06.09.1989 Repair ‘LADDER’.
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1989 Repair ‘LADDER’.
13.09.1989 Repair ‘STEP’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
02.11.1989 Repair ‘DOOR OPENING MECHANISM’.
06.11.1989 Repair ‘DOOR SEAL’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘LADDER’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
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16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘LADDER’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘END FRAME MEMBER’.
14.04.1990 Repair ‘LADDER’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘LADDER’.
26.07.1990 Repair ‘STEP’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BEARINGS’.
20.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘DISCHARGE DOOR’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘HOSE FITTINGS’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
25.05.1992 Repair ‘DOOR SEAL’.
27.12.1992 Repair ‘STEP’.
20.05.1993 Repair ‘BRAKE BLOCK RB95’.
20.05.1993 Repair ‘BRAKE LEVER’.
20.05.1993 Repair ‘DOOR SEAL’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘BRAKE BLOCK RB95’.
23.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1993 Repair ‘DISCHARGE DOOR’.
23.10.1993 Repair ‘DOOR HOPPER LOADING’.
23.10.1993 Repair ‘DOOR OPENING MECHANISM’.
23.10.1993 Repair ‘DOOR SEAL’.
23.10.1993 Repair ‘VEHICLE STENCILS’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
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18.11.1993 Repair ‘DOOR HOPPER LOADING’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘DOOR SEAL’.
18.11.1993 Repair ‘LADDER’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
20.01.1994 Repair ‘LADDER’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

AHDL 90

Details: wagon ‘AHDL 90 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 19.03.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 16.11.1996
Due Triple Valve: 21.06.1994
Last Single Car Test: 22.10.1993
Last Lift: 26.05.1987

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

03.10.1989 Repair ‘DOOR SEAL’.
03.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
08.11.1989 Repair ‘DOOR OPENING MECHANISM’.
05.04.1990 Repair ‘STEP’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1990 Repair ‘EMPTY LOAD VALVE’.
09.07.1990 Repair ‘GRADE CONTROL VALVE’.
09.07.1990 Repair ‘VEHICLE LOAD CAPACITY’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
07.05.1992 Repair ‘DOOR SEAL’.
22.09.1992 Repair ‘STEP’.
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27.12.1992 Repair ‘STEP’.
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘HANDRAILS’.
07.06.1993 Repair ‘LADDER’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Repair ‘STEP’.
31.07.1993 Repair ‘HANDRAILS’.
05.08.1993 Repair ‘LADDER’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘DISCHARGE DOOR’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
11.09.1993 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘BRAKE LEVER’.
11.09.1993 Repair ‘DISCHARGE DOOR’.
11.09.1993 Repair ‘DOOR HOPPER LOADING’.
11.09.1993 Repair ‘DOOR SEAL’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘LADDER’.
17.01.1994 Repair ‘LADDER’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

28.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.

AHDL 91

Details: wagon ‘AHDL 91 U’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 25.03.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ABCY
BSG Code: FXHG

Capacity of 54 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 07.02.1997
Due Triple Valve: 09.06.1993
Last Brake Cylinder: 04.02.1992
Last Single Car Test: 01.03.1994
Last Lift: 15.01.1979

03.07.1986 Alteration complete ‘CONVERT 46 ‘ABCY’ VANS TO HOPPER WAGONS.
FIT SLOPE PLATES, HATCHES AND BOTTOM DISCHARGE DOORS. MODIFY
BRAKE GEAR. FIT 50T RIDE CONTROL ROLLER BEARING BOGIES (1600
GAUGE)(ABXC). PAINT IN CORPORATE COLOURS. RECLASSIFY ‘AHDL’,
NUMBERS 46 TO 91 INCLUSIVE. ROLLINGSTOCK ENGINEER TO ADVISE
VEHICLES SELECTED. (RS4135)’. Length Over Headstocks: ‘13.7m’. Tare Weight:
‘21.1tonne’. Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie
Configuration: ‘2X2’. New class: ‘AHDL’. Intended use: ‘GRAIN BULK’. Capacity:
‘54T.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES, NEW SAFETY LATCHES
AND MODIFY DOOR LINKAGE. TO ‘AHDL’ NO‘S 36 TO 91 INCLUSIVE. (RS4235)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

18.05.1989 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AHDL (RS2000)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1989 Repair ‘DISCHARGE DOOR’.
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26.10.1989 Repair ‘DOOR OPENING MECHANISM’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘DISCHARGE DOOR’.
30.11.1989 Repair ‘DOOR SEAL’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘DOOR SEAL’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘DISCHARGE DOOR’.
16.03.1990 Repair ‘DOOR SEAL’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHDL.

(RS4492)’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘DOOR SEAL’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BEARERS’.
10.05.1990 Repair ‘BRAKE BLOCK RB95’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘DOOR SEAL’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘DISCHARGE DOOR’.
29.01.1991 Repair ‘DOOR SEAL’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BOLSTER’.
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01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘BRAKE PULL ROD’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘STEP’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘DOOR SEAL’.
06.01.1992 Repair ‘DISCHARGE DOOR’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘DOOR SEAL’.
04.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1992 Repair ‘SIDE BEARER’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN92)’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘DISCHARGE DOOR’.
28.04.1992 Repair ‘DOOR SEAL’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.06.1992 Repair ‘DISCHARGE DOOR’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
25.03.1993 Repair ‘DOOR SEAL’.
25.03.1993 Repair ‘END BRAKE COCK’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRAKE LEVER’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘LADDER’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR HOPPER LOADING’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
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03.09.1993 Repair ‘DOOR SEAL’.
03.09.1993 Repair ‘LADDER’.
07.09.1993 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHDL.

(GRN93)’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘BRAKE BLOCK RB95’.
31.12.1993 Repair ‘DOOR SEAL’.
23.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘DOOR OPENING MECHANISM’.
23.02.1994 Repair ‘DOOR SEAL’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Alteration ‘STENCIL ALONG SIDE OF WAGON CLASSIFICATION ON

BOTH SIDES A YELLOW TRIANGLE 150 MM IN WIDTH & HEIGHT. WITH THE
LOAD CAPACITY UNDERNEATH OF 3200S.G. AND 1900 B.G. AS PER DIAGRAM
PAGE 193C OF WORKING TIME TABLE. AHDL ALL (RS4884)’.

21.11.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Repair ‘VEHICLE COMPLETE’.
31.12.1996 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
07.02.1997 Repair ‘VEHICLE COMPLETE’.

2.48 Wagon classification starting with ‘AHG’

AHGX 1

Details: wagon ‘AHGX 1 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-1
Date Built: 16.04.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.07.1993
Last Brake Cylinder: 16.03.1994
Last Single Car Test: 08.06.1994
Last Lift: 11.07.1983

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.08.1989 Repair ‘DOOR SEAL’.
22.03.1990 Repair ‘HANDRAILS END’.
22.03.1990 Repair ‘WHEEL SET’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
07.06.1990 Repair ‘HANDRAILS’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
28.11.1990 Repair ‘DISCHARGE DOOR’.
28.11.1990 Repair ‘DISCHARGE DOOR’.
11.10.1991 Repair ‘HANDRAILS END’.
11.10.1991 Repair ‘LADDER’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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27.07.1993 Repair ‘HANDRAILS END’.
12.10.1993 Repair ‘HANDRAILS END’.
25.12.1993 Repair ‘LADDER’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1994 Repair ‘TRAIN PIPE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE STENCILS’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘END BRAKE COCK’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘DOOR HOPPER LOADING’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 2

Details: wagon ‘AHGX 2 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 08.05.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG
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Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 12.01.1994
Last Lift: 01.04.1983

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

05.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
23.10.1989 Repair ‘DOOR SEAL’.
21.12.1989 Repair ‘STEP’.
24.01.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
16.05.1990 Repair ‘STEP’.
18.07.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
09.01.1991 Repair ‘HANDBRAKE HANDLE’.
25.07.1991 Repair ‘LADDER’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘DISCHARGE DOOR’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BEARINGS’.
17.09.1992 Repair ‘END BRAKE COCK’.
17.09.1992 Repair ‘VEHICLE STENCILS’.
02.04.1993 Repair ‘HANDRAILS’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BRAKE PIN’.
17.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1993 Repair ‘HANDRAILS’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Repair ‘HANDRAILS’.
19.12.1993 Repair ‘HANDRAILS END’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.01.1994 Repair ‘HANDRAILS’.
05.01.1994 Repair ‘STEP’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 3

Details: wagon ‘AHGX 3 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 13.05.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

1113



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 05.11.1996
Last Brake Cylinder: 23.10.1989
Last Single Car Test: 18.01.1994
Last Lift: 01.05.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘DISCHARGE DOOR’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1989 Repair ‘WHEEL SET’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘LADDER’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘DISCHARGE DOOR’.
16.01.1991 Repair ‘EMPTY LOAD VALVE’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘VEHICLE RENUMBERED’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1991 Repair ‘EMPTY LOAD VALVE’.
01.05.1991 Repair ‘GRADE CONTROL VALVE’.
04.09.1991 Repair ‘HANDRAILS END’.
01.10.1991 Repair ‘VEHICLE COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
30.10.1991 Repair ‘HANDRAILS’.
30.10.1991 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘HANDRAILS END’.
05.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1993 Repair ‘HANDRAILS END’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 4

Details: wagon ‘AHGX 4 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 19.05.1969
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 08.02.1992
Last Triple Valve: 25.07.1990
Last Brake Cylinder: 27.06.1989
Last Single Car Test: 23.07.1990
Last Lift: 30.07.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

16.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
16.10.1989 Repair ‘DOOR SEAL’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.11.1989 Repair ‘HANDRAILS END’.
13.11.1989 Repair ‘ISOLATING COCK’.
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘ISOLATING COCK’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
10.04.1990 Repair ‘VEHICLE COMPLETE’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘LADDER’.
01.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE BLOCK OTHER’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1990 Repair ‘EMPTY LOAD VALVE’.
23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
24.10.1990 Repair ‘BRANCH PIPE’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.02.1991 Repair ‘TRAIN PIPE’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘DOOR HOPPER LOADING’.
01.04.1993 Repair ‘DOOR OPENING MECHANISM’.
01.04.1993 Repair ‘EMPTY LOAD VALVE’.
01.04.1993 Repair ‘GRADE CONTROL VALVE’.
01.04.1993 Repair ‘LADDER’.
01.04.1993 Repair ‘ROOF SHEET’.
01.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1993 Repair ‘DISCHARGE DOOR’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DOOR COMPLETE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1993 Repair ‘TRAIN PIPE’.
31.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
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23.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 5

Details: wagon ‘AHGX 5 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 22.05.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.06.1988
Last Single Car Test: 05.06.1991
Last Lift: 12.05.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

02.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
30.11.1989 Repair ‘DOOR SEAL’.
30.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

20.11.1990 Repair ‘DISCHARGE DOOR’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘GRADE CONTROL VALVE’.
10.01.1991 Repair ‘HANDRAILS END’.
10.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Repair ‘HANDRAILS’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘VEHICLE STENCILS’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
04.06.1993 Repair ‘HANDRAILS’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘END BRAKE COCK’.
10.01.1994 Repair ‘LADDER’.
13.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘DOOR HOPPER LOADING’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 6

Details: wagon ‘AHGX 6 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.05.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 01.12.1996
Last Brake Cylinder: 15.10.1990
Last Single Car Test: 06.04.1993
Last Lift: 03.05.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.08.1989 Repair ‘DOOR SEAL’.
13.12.1989 Repair ‘END HOSE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘DOOR HINGES AND PINS’.
15.10.1990 Repair ‘DOOR OPENING MECHANISM’.
15.10.1990 Repair ‘EMPTY LOAD VALVE’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Repair ‘HANDRAILS END’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.09.1991 Repair ‘TRAIN PIPE’.
13.09.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Repair ‘END HOSE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘DISCHARGE DOOR’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRAKE PULL ROD’.
01.04.1993 Repair ‘CARD OR CLIP HOLDER’.
01.04.1993 Repair ‘SIDE BEARER’.
01.04.1993 Repair ‘STEP’.
01.04.1993 Repair ‘TRAIN PIPE (END)’.
01.04.1993 Repair ‘TRAIN PIPE’.
08.06.1993 Repair ‘HANDRAILS’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Repair ‘HANDRAILS END’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘DOOR HOPPER LOADING’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘DOOR HOPPER LOADING’.
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01.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 7

Details: wagon ‘AHGX 7 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 03.06.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 14.02.1997
Last Brake Cylinder: 16.10.1989
Last Single Car Test: 22.11.1993
Last Lift: 10.09.1975

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1989 Repair ‘HOSE FITTINGS’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1989 Repair ‘DOOR COMPLETE’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
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16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Repair ‘LADDER’.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘WHEEL SET’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘DOOR HOPPER LOADING’.
29.04.1991 Repair ‘STEP’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
09.01.1993 Repair ‘END BRAKE COCK’.
09.01.1993 Repair ‘TRAIN PIPE (END)’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘TRAIN PIPE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘END BRAKE COCK’.
11.10.1993 Repair ‘VEHICLE STENCILS’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘STEP’.
19.11.1993 Repair ‘VEHICLE STENCILS’.
09.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
19.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.08.1996 Repair ‘DOOR HOPPER LOADING’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 8

Details: wagon ‘AHGX 8 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 09.06.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.02.1997
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 08.06.1994
Last Lift: 22.05.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.10.1989 Repair ‘DOOR SEAL’.
08.01.1990 Repair ‘HANDRAILS END’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1992 Repair ‘CARD OR CLIP HOLDER’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘DOOR COMPLETE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
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10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BRAKE LEVER’.
22.06.1993 Repair ‘COUPLER KNUCKLE’.
22.06.1993 Repair ‘DISCHARGE DOOR’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘BRAKE LEVER’.
03.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1993 Repair ‘BOGIE SPRING’.
23.07.1993 Repair ‘BRAKE BLOCK RB95’.
23.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘HANDRAILS END’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘VEHICLE STENCILS’.
24.11.1993 Repair ‘END HOSE’.
11.12.1993 Repair ‘HANDRAILS’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘DOOR HOPPER LOADING’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 9

Details: wagon ‘AHGX 9 X’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 09.06.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 29.10.1996
Due Triple Valve: 01.06.1989
Last Brake Cylinder: 24.04.1989
Last Single Car Test: 08.06.1994
Last Lift: 01.02.1980

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.08.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
24.01.1991 Repair ‘END HOSE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘HANDRAILS’.
27.12.1992 Repair ‘STEP’.
27.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1993 Repair ‘BRAKE BLOCK RB95’.
05.06.1993 Repair ‘BRAKE LEVER’.
05.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
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23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘HANDRAILS’.
28.12.1993 Repair ‘HANDRAILS END’.
09.01.1994 Repair ‘BRAKE BLOCK RB101’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 10

Details: wagon ‘AHGX 10 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.06.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.02.1997
Last Brake Cylinder: 24.10.1991
Last Single Car Test: 24.11.1993
Last Lift: 11.07.1986
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05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘AXLEBOX’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘WHEEL SET’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
02.10.1989 Repair ‘DOOR SEAL’.
05.12.1989 Repair ‘HANDRAILS’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Repair ‘END BRAKE COCK’.
26.06.1990 Repair ‘VEHICLE STENCILS’.
15.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1990 Repair ‘BOGIE SIDEFRAME’.
15.09.1990 Repair ‘BRAKE BLOCK RB95’.
15.09.1990 Repair ‘CARD OR CLIP HOLDER’.
15.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1990 Repair ‘LADDER’.
15.09.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE SIDEFRAME’.
13.03.1991 Repair ‘END FRAME MEMBER’.
07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘HANDRAILS END’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
13.07.1991 Repair ‘LADDER’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘DOOR OPENING MECHANISM’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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24.10.1991 Repair ‘TRAIN PIPE’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘BRAKE PULL ROD’.
28.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘END BRAKE COCK’.
28.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘STEP’.
12.01.1993 Repair ‘VEHICLE STENCILS’.
19.05.1993 Repair ‘BRAKE BLOCK RB95’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1993 Repair ‘HANDRAILS END’.
17.09.1993 Repair ‘STEP’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘DOOR HOPPER LOADING’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 11

Details: wagon ‘AHGX 11 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 20.06.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 29.12.1996
Last Triple Valve: 10.07.1992
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 08.04.1994
Last Lift: 12.10.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.07.1989 Repair ‘LADDER’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1989 Repair ‘VEHICLE STENCILS’.
05.10.1989 Repair ‘DOOR SEAL’.
05.10.1989 Repair ‘DOOR SEAL’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRANCH PIPE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘END BRAKE COCK’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
02.06.1990 Repair ‘HANDRAILS END’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Repair ‘DISCHARGE DOOR’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘WHEEL SET’.
18.03.1992 Repair ‘STEP’.
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘END BRAKE COCK’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘HANDRAILS END’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1993 Repair ‘BRAKE PULL ROD’.
02.01.1993 Repair ‘EMPTY LOAD VALVE’.
02.01.1993 Repair ‘GRADE CONTROL VALVE’.
02.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘DOOR HOPPER LOADING’.
09.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1993 Repair ‘STEP’.
17.09.1993 Repair ‘SIDE STEP’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘DOOR HOPPER LOADING’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 12

Details: wagon ‘AHGX 12 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 27.06.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.02.1997
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 29.06.1988
Last Single Car Test: 02.02.1994
Last Lift: 20.03.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,
AHHH, AHDL. (GRAINP)’.

03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
27.04.1990 Repair ‘STEP’.
22.06.1990 Repair ‘HANDRAILS END’.
20.09.1990 Repair ‘END BRAKE COCK’.
20.09.1990 Repair ‘END HOSE’.
20.09.1990 Repair ‘TRAIN PIPE (END)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
10.12.1990 Repair ‘HANDRAILS END’.
10.12.1990 Repair ‘LADDER’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘DISCHARGE DOOR’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Repair ‘HANDRAILS’.
18.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1993 Repair ‘LADDER’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘HANDRAILS’.
28.01.1994 Repair ‘HANDRAILS END’.
06.03.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
02.09.1996 Repair ‘DOOR HOPPER LOADING’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 13

Details: wagon ‘AHGX 13 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.07.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 09.01.1997
Due Triple Valve: 01.04.1995
Last Single Car Test: 08.06.1994
Last Lift: 19.12.1979

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.10.1989 Repair ‘DISCHARGE DOOR’.
16.10.1989 Repair ‘DOOR SEAL’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘DOOR HINGES AND PINS’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘STEP’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
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14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘EMPTY LOAD VALVE’.
14.03.1990 Repair ‘GRADE CONTROL VALVE’.
14.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1990 Repair ‘STEP’.
14.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
01.12.1990 Repair ‘DOOR HOPPER LOADING’.
22.02.1991 Repair ‘DOOR HOPPER LOADING’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
21.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
27.01.1993 Repair ‘HANDBRAKE HANDLE’.
29.01.1993 Repair ‘HANDRAILS’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Repair ‘HANDRAILS’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BRAKE LEVER’.
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1994 Repair ‘BRAKE BLOCK RB95’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
21.08.1996 Repair ‘DOOR HOPPER LOADING’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 14

Details: wagon ‘AHGX 14 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 09.07.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 05.09.1996
Last Brake Cylinder: 31.07.1989
Last Single Car Test: 05.01.1994
Last Lift: 18.09.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘END BRAKE COCK’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
03.10.1989 Repair ‘DOOR SEAL’.
02.03.1990 Repair ‘HANDRAILS’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘EMPTY LOAD VALVE’.
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09.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘LADDER’.
09.03.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘WHEEL SET’.
07.06.1990 Repair ‘HANDRAILS END’.
20.06.1990 Repair ‘HANDRAILS END’.
21.06.1990 Repair ‘HANDRAILS END’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘EMPTY LOAD VALVE’.
27.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘LADDER’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.03.1991 Repair ‘HANDRAILS’.
30.11.1991 Repair ‘STEP’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BRAKE PIN’.
17.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1993 Repair ‘VEHICLE STENCILS’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘DOOR HOPPER LOADING’.
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AHGX 15

Details: wagon ‘AHGX 15 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.01.1970
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.10.1996
Due Triple Valve: 01.12.1989
Last Brake Cylinder: 04.12.1990
Last Single Car Test: 11.06.1991
Last Lift: 26.03.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,
AHHH, AHDL. (GRAINP)’.

04.09.1989 Repair ‘HANDRAILS’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
17.10.1990 Repair ‘END BRAKE COCK’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE PIN’.
28.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1990 Repair ‘TRAIN PIPE (END)’.
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28.11.1990 Repair ‘VEHICLE STENCILS’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘END BRAKE COCK’.
11.04.1991 Repair ‘VEHICLE STENCILS’.
30.04.1991 Repair ‘LADDER’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
01.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
12.07.1993 Repair ‘LADDER’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
27.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 16

Details: wagon ‘AHGX 16 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.01.1970
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
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BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 14.12.1996
Due Triple Valve: 01.03.1994
Last Brake Cylinder: 03.11.1993
Last Single Car Test: 03.11.1993
Last Lift: 08.03.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
28.09.1989 Repair ‘DOOR SEAL’.
11.01.1990 Repair ‘LADDER’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.04.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1990 Repair ‘VEHICLE STENCILS’.
18.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘DISCHARGE DOOR’.
10.12.1990 Repair ‘LADDER’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
08.01.1991 Repair ‘STEP’.
18.08.1992 Repair ‘STEP’.
14.05.1993 Repair ‘BRAKE BLOCK RB95’.
14.05.1993 Repair ‘BRAKE LEVER’.
14.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
27.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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27.10.1993 Repair ‘VEHICLE STENCILS’.
21.12.1993 Repair ‘HANDRAILS’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 17

Details: wagon ‘AHGX 17 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 05.07.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 25.09.1996
Due Triple Valve: 01.08.1988
Last Brake Cylinder: 30.12.1992
Last Single Car Test: 24.11.1993
Last Lift: 01.08.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘CARD OR CLIP HOLDER’.
17.11.1989 Repair ‘DOOR SEAL’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘DOOR HOPPER LOADING’.
24.11.1989 Repair ‘DOOR SEAL’.
30.01.1990 Repair ‘HANDRAILS END’.
06.02.1990 Repair ‘HANDRAILS’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘HANDRAILS’.
13.03.1990 Repair ‘TRAIN PIPE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.07.1990 Repair ‘HANDRAILS END’.
11.10.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
29.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Repair ‘LADDER’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
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28.08.1996 Repair ‘DOOR HOPPER LOADING’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 18

Details: wagon ‘AHGX 18 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.07.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 30.10.1996
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 05.06.1991
Last Lift: 01.10.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BEARINGS’.

1143



2. TIMS GROUP INFORMATION - WAGONS

18.10.1989 Repair ‘BRAKE CONTROL PIPE’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘LADDER’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘BRAKE LEVER’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘STEP’.
12.03.1990 Repair ‘WHEEL SET’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.11.1990 Repair ‘DISCHARGE DOOR’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘CEMENT WAG. HATCH COVER’.
29.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1991 Repair ‘VEHICLE STENCILS’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE BEARERS’.
31.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1993 Repair ‘BRAKE PULL ROD’.
31.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.03.1993 Repair ‘COUPLER KNUCKLE’.
31.03.1993 Repair ‘EMPTY LOAD VALVE’.
31.03.1993 Repair ‘END BRAKE COCK’.
31.03.1993 Repair ‘GRADE CONTROL VALVE’.
31.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1993 Repair ‘ROOF SHEET’.
31.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1993 Repair ‘WHEEL SET’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
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14.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 19

Details: wagon ‘AHGX 19 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.07.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Last Triple Valve: 25.05.1991
Last Brake Cylinder: 30.06.1989
Last Single Car Test: 08.04.1994
Last Lift: 09.04.1985
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05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.
(RS4493)’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

12.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘DISCHARGE DOOR’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘LADDER’.
15.03.1991 Repair ‘TRAIN PIPE (END)’.
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.05.1991 Repair ‘DISCHARGE DOOR’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BEARINGS’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Repair ‘GRAFFITI REMOVAL’.
10.03.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Repair ‘VEHICLE STENCILS’.
24.08.1992 Repair ‘BOGIE BEARERS’.
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Repair ‘EMPTY LOAD VALVE’.
31.08.1992 Repair ‘GRADE CONTROL VALVE’.
31.08.1992 Repair ‘HANDRAILS’.
31.08.1992 Repair ‘SIDE BEARER’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘VEHICLE STENCILS’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
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22.02.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BEARERS’.
29.03.1994 Repair ‘BOGIE COMPLETE’.
29.03.1994 Repair ‘HAND RELEASE (AIR)’.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1994 Repair ‘TRAIN PIPE’.
29.03.1994 Repair ‘WHEEL SET’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 20

Details: wagon ‘AHGX 20 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 23.07.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Last Brake Cylinder: 18.04.1988
Last Single Car Test: 24.11.1993
Last Lift: 03.02.1981

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

07.09.1989 Repair ‘DOOR SEAL’.
06.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘LADDER’.
31.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.06.1990 Repair ‘LADDER’.
22.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.11.1990 Repair ‘END BRAKE COCK’.
15.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1993 Repair ‘HANDRAILS END’.
10.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE
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GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘DOOR HOPPER LOADING’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 21

Details: wagon ‘AHGX 21 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.09.1996
Due Triple Valve: 28.09.1990
Last Brake Cylinder: 28.09.1989
Last Single Car Test: 06.04.1994
Last Lift: 01.08.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

06.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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26.09.1989 Repair ‘DISCHARGE DOOR’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1992 Repair ‘HANDRAILS END’.
08.12.1992 Repair ‘LADDER’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘TRAIN PIPE (END)’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘BRAKE PIN’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘LADDER’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE PIN’.
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
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19.05.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
19.04.1996 Repair ‘VEHICLE RECLASSIFY’.
19.04.1996 Repair ‘VEHICLE RECLASSIFY’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘DOOR HOPPER LOADING’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 22

Details: wagon ‘AHGX 22 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.09.1996
Due Triple Valve: 01.10.1994
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 23.11.1992
Last Lift: 09.10.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

03.10.1989 Repair ‘DOOR SEAL’.
01.03.1990 Repair ‘HANDRAILS END’.
01.03.1990 Repair ‘LADDER’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
20.06.1990 Repair ‘HANDRAILS END’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.07.1990 Repair ‘BRAKE CONTROL PIPE’.
14.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1990 Repair ‘HANDRAILS’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BRANCH PIPE’.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘EMPTY LOAD VALVE’.
23.07.1990 Repair ‘GRADE CONTROL VALVE’.
23.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1990 Repair ‘STEP’.
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BRANCH PIPE’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
28.09.1991 Repair ‘HANDRAILS END’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Repair ‘VEHICLE STENCILS’.
22.04.1993 Repair ‘HANDRAILS END’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1994 Repair ‘HANDBRAKE HANDLE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
28.09.1996 Repair ‘DOOR HOPPER LOADING’.
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AHGX 23

Details: wagon ‘AHGX 23 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.11.1996
Due Triple Valve: 01.12.1995
Last Brake Cylinder: 21.06.1991
Last Lift: 18.12.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

02.10.1989 Repair ‘DOOR SEAL’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1989 Repair ‘STEP’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
09.04.1990 Repair ‘SIDE STEP’.
09.04.1990 Repair ‘SIDE STEP’.
16.05.1990 Repair ‘HANDRAILS’.
18.07.1990 Repair ‘HANDRAILS END’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

07.01.1991 Repair ‘DISCHARGE DOOR’.
07.06.1991 Repair ‘LADDER’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BRAKE LEVER’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Repair ‘VEHICLE COMPLETE’.
26.11.1991 Repair ‘VEHICLE STENCILS’.
23.04.1992 Repair ‘HANDRAILS END’.
09.03.1993 Repair ‘HANDRAILS END’.
22.04.1993 Repair ‘LADDER’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Alteration ‘MODIFY BOTTOM DISCHARGE DOORS BY REDUCING THE

GAP USING METAL STRIPS AND RUBBER SEALS ‘AHGX NOS. 1 TO 23’ (RS4934)’.
29.04.1996 Repair ‘VEHICLE RECLASSIFY’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 24

Details: wagon ‘AHGX 24 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.12.1996
Due Triple Valve: 20.06.1988
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 10.12.1993
Last Lift: 06.03.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

09.10.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.07.1990 Repair ‘HANDRAILS END’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE SPRING’.
27.08.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.03.1991 Repair ‘HANDRAILS END’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.03.1991 Repair ‘VEHICLE COMPLETE’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘CARD OR CLIP HOLDER’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
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30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1992 Repair ‘STEP’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BRAKE PULL ROD’.
22.06.1993 Repair ‘CARD OR CLIP HOLDER’.
22.06.1993 Repair ‘COUPLER KNUCKLE’.
22.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.06.1993 Repair ‘END HOSE’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1993 Repair ‘HANDRAILS END’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1993 Repair ‘LADDER’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘DOOR HOPPER LOADING’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 25

Details: wagon ‘AHGX 25 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.09.1996
Last Triple Valve: 20.01.1993
Last Brake Cylinder: 15.04.1994
Last Single Car Test: 15.04.1994
Last Lift: 01.09.1983

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

26.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.02.1991 Repair ‘BOGIE SIDEFRAME’.
11.02.1991 Repair ‘STEP’.
03.03.1991 Repair ‘TRAIN PIPE’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘CARD OR CLIP HOLDER’.
04.09.1991 Repair ‘DISCHARGE DOOR’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BRAKE BLOCK RB95’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘DOOR SEAL’.
27.02.1992 Repair ‘EMPTY LOAD VALVE’.
27.02.1992 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE LEVER’.
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12.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.01.1993 Repair ‘DOOR COMPLETE’.
12.01.1993 Repair ‘SIDE STEP’.
12.01.1993 Repair ‘STEP’.
12.01.1993 Repair ‘TOP CENTRE PLATE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘DISCHARGE DOOR’.
21.01.1993 Repair ‘LADDER’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE STENCILS’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 26

Details: wagon ‘AHGX 26 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-1
Date Built: 11.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 01.08.1990
Last Brake Cylinder: 25.09.1990
Last Single Car Test: 16.02.1994
Last Lift: 08.06.1982

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

02.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.02.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
19.07.1990 Repair ‘STEP’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1990 Repair ‘STEP’.
21.09.1990 Repair ‘TRAIN PIPE (END)’.
26.10.1990 Repair ‘STEP’.
28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
18.07.1991 Repair ‘HANDRAILS END’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘DISCHARGE DOOR’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.

1159



2. TIMS GROUP INFORMATION - WAGONS

16.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1991 Repair ‘VEHICLE LOAD CAPACITY’.
04.04.1992 Repair ‘HANDRAILS END’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘VEHICLE STENCILS’.
09.01.1993 Repair ‘HANDRAILS END’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1993 Repair ‘END BRAKE COCK’.
05.10.1993 Repair ‘END HOSE’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘SIDE BEARER’.
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BRAKE BLOCK RB95’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘TRAIN PIPE (END)’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
27.10.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 27

Details: wagon ‘AHGX 27 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 19.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 05.11.1996
Last Brake Cylinder: 12.01.1991
Last Lift: 05.09.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘BRAKE BLOCK RB95’.
12.08.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
09.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘GRADE CONTROL VALVE’.
18.07.1990 Repair ‘LADDER’.
18.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1990 Repair ‘WHEEL SET’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘COUPLER KNUCKLE’.
12.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1991 Repair ‘ROOF COMPLETE’.
12.01.1991 Repair ‘VEHICLE STENCILS’.
13.07.1991 Repair ‘END BRAKE COCK’.
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13.07.1991 Repair ‘HOSE FITTINGS’.
30.03.1992 Repair ‘VEHICLE COMPLETE’.
30.03.1992 Repair ‘VEHICLE STENCILS’.
16.12.1993 Repair ‘HANDRAILS END’.
17.01.1994 Repair ‘STEP’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘DOOR HOPPER LOADING’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 28

Details: wagon ‘AHGX 28 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.01.1970
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 26.09.1996
Last Triple Valve: 16.12.1988
Last Brake Cylinder: 02.02.1993
Last Single Car Test: 08.04.1994
Last Lift: 22.07.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
11.10.1989 Repair ‘END HOSE’.
29.03.1990 Repair ‘LADDER’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
10.07.1991 Repair ‘DOOR COMPLETE’.
10.07.1991 Repair ‘DOOR ROLLER’.
10.07.1991 Repair ‘DOOR SLIDE RAIL’.
10.07.1991 Repair ‘END SILL’.
10.07.1991 Repair ‘LADDER’.
10.07.1991 Repair ‘SIDE STEP’.
10.07.1991 Repair ‘STEP’.
18.08.1992 Repair ‘STEP’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘END BRAKE COCK’.
27.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.01.1993 Repair ‘VEHICLE STENCILS’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE COMPLETE’.
29.03.1994 Repair ‘BRAKE BLOCK RB95’.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
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08.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘DOOR HOPPER LOADING’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 29

Details: wagon ‘AHGX 29 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Last Brake Cylinder: 30.08.1991
Last Single Car Test: 30.08.1991
Last Lift: 23.07.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘END BRAKE COCK’.
20.12.1989 Repair ‘END HOSE’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
22.12.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.06.1990 Repair ‘STEP’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1991 Repair ‘VEHICLE STENCILS’.
29.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘DOOR HOPPER LOADING’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
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AHGX 30

Details: wagon ‘AHGX 30 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.12.1996
Due Triple Valve: 01.12.1994
Last Brake Cylinder: 20.10.1989
Last Single Car Test: 13.03.1991
Last Lift: 05.11.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.10.1989 Repair ‘HOSE FITTINGS’.
16.10.1989 Repair ‘DISCHARGE DOOR’.
16.10.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Repair ‘VEHICLE STENCILS’.
18.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1989 Repair ‘HANDRAILS’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘STEP’.
31.01.1990 Repair ‘VEHICLE LOAD CAPACITY’.
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27.03.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘STEP’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.11.1990 Repair ‘DISCHARGE DOOR’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘EMPTY LOAD VALVE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Repair ‘HANDRAILS’.
08.06.1993 Repair ‘HANDRAILS’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘HANDRAILS END’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘DOOR HOPPER LOADING’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 31

Details: wagon ‘AHGX 31 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19.9tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 28.08.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 18.01.1997
Last Brake Cylinder: 15.11.1991
Last Single Car Test: 21.09.1989
Last Lift: 16.08.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1990 Repair ‘LADDER’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Repair ‘DOOR COMPLETE’.
24.09.1990 Repair ‘TRAIN PIPE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
13.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

1168



2.48. Wagon classification starting with ‘AHG’

13.10.1990 Repair ‘STEP’.
13.10.1990 Repair ‘TRAIN PIPE (END)’.
13.10.1990 Repair ‘VEHICLE COMPLETE’.
13.10.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘DOOR OPENING MECHANISM’.
14.12.1990 Repair ‘ROOF SHEET’.
04.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘EMPTY LOAD VALVE’.
15.11.1991 Repair ‘GRADE CONTROL VALVE’.
15.11.1991 Repair ‘LADDER’.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘END BRAKE COCK’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘DOOR HOPPER LOADING’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 32

Details: wagon ‘AHGX 32 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 02.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.10.1996
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 23.12.1993
Last Single Car Test: 14.06.1994
Last Lift: 25.08.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,
AHHH, AHDL. (GRAINP)’.

29.11.1989 Repair ‘END HOSE’.
11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.06.1990 Repair ‘END HOSE’.
06.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘BRAKE PIN’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
20.11.1990 Repair ‘STEP’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘CARD OR CLIP HOLDER’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘BOGIE SPRING’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘LADDER’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BRAKE BLOCK RB95’.
21.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1993 Repair ‘VEHICLE STENCILS’.
21.12.1993 Repair ‘WHEEL SET’.
03.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘DOOR HOPPER LOADING’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 33

Details: wagon ‘AHGX 33 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 02.09.1969
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Fleet Grp Code: AF SH SV
Return to Service Date: 17.10.1996
Due Triple Valve: 01.04.1997
Last Brake Cylinder: 11.11.1991
Last Single Car Test: 01.03.1994
Last Lift: 30.04.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
24.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
27.11.1990 Repair ‘DISCHARGE DOOR’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COUPLER KNUCKLE’.
11.11.1991 Repair ‘EMPTY LOAD VALVE’.
11.11.1991 Repair ‘GRADE CONTROL VALVE’.
11.11.1991 Repair ‘LADDER’.
11.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1993 Repair ‘LADDER’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.01.1994 Repair ‘WHEEL SET’.
30.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1994 Repair ‘BOGIE BEARERS’.
30.01.1994 Repair ‘BOGIE COMPLETE’.
30.01.1994 Repair ‘DISCHARGE DOOR’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 34

Details: wagon ‘AHGX 34 K’ in AN ‘Mainland Division’.

Owner: N
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 05.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 13.11.1996
Due Triple Valve: 05.12.1995
Last Brake Cylinder: 27.04.1994
Last Single Car Test: 27.04.1994
Last Lift: 05.12.1985
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05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration ‘EXAMINE AND SERVICE HOPPER DISCHARGE DOORS AND
HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER WAGONS
(OS001)’.

08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,
AHHH, AHDL. (GRAINP)’.

06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.
AHGX. (RS4493)’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

14.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘DISCHARGE DOOR’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘LADDER’.
15.02.1991 Repair ‘VEHICLE LOAD CAPACITY’.
07.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1992 Repair ‘HANDRAILS END’.
27.12.1992 Repair ‘HANDRAILS’.
15.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1993 Repair ‘HANDRAILS END’.
10.06.1993 Repair ‘HANDRAILS’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘DOOR HOPPER LOADING’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 35

Details: wagon ‘AHGX 35 T’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.12.1996
Due Triple Valve: 01.10.1991
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 01.03.1994
Last Lift: 25.08.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1989 Repair ‘DOOR SEAL’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1990 Repair ‘LADDER’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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20.11.1990 Repair ‘DISCHARGE DOOR’.
20.11.1990 Repair ‘HOSE FITTINGS’.
07.03.1991 Repair ‘LADDER’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘BRANCH PIPE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘TRAIN PIPE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘DOOR HOPPER LOADING’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 36

Details: wagon ‘AHGX 36 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 12.02.1989
Last Brake Cylinder: 12.02.1988
Last Single Car Test: 27.04.1994
Last Lift: 14.04.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

03.10.1989 Repair ‘DOOR SEAL’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRAKE LEVER’.
01.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.11.1991 Repair ‘STEP’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1994 Repair ‘BRAKE BLOCK RB95’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
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16.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1994 Repair ‘WHEEL SET’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘DOOR HOPPER LOADING’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 37

Details: wagon ‘AHGX 37 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 21.09.1989
Last Lift: 15.12.1983

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration ‘RESTENCIL CAPACITY ON GRAIN HOPPER WAGONS 1)
AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DISCHARGE DOOR’.
21.09.1989 Repair ‘DOOR SEAL’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.06.1990 Repair ‘HANDRAILS’.
16.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Repair ‘SIDE STEP’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Repair ‘END BRAKE COCK’.
11.08.1993 Repair ‘END HOSE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘DOOR HOPPER LOADING’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 38

Details: wagon ‘AHGX 38 A’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 15.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.12.1996
Last Triple Valve: 29.06.1990
Last Brake Cylinder: 23.06.1990
Last Single Car Test: 21.06.1988
Last Lift: 21.06.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

26.07.1989 Repair ‘HANDRAILS END’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘DOOR SEAL’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
25.01.1990 Repair ‘FLOOR SHEETING’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.04.1990 Repair ‘LADDER’.
23.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.06.1990 Repair ‘DOOR OPENING MECHANISM’.
23.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Repair ‘DOOR OPENING MECHANISM’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.02.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘CARD OR CLIP HOLDER’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR OPENING MECHANISM’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘YOKE CARRIER’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘EMPTY LOAD VALVE’.
16.12.1991 Repair ‘GRADE CONTROL VALVE’.
16.12.1991 Repair ‘WHEEL SET’.
01.04.1992 Repair ‘HANDRAILS END’.
20.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 39

Details: wagon ‘AHGX 39 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 01.06.1987
Last Triple Valve: 22.04.1989
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 08.06.1994
Last Lift: 30.09.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1989 Repair ‘BRAKE LEVER’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘HANDRAILS END’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘WHEEL SET’.
25.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
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07.09.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘DISCHARGE DOOR’.
10.12.1990 Repair ‘LADDER’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1992 Repair ‘VEHICLE STENCILS’.
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘DISCHARGE DOOR’.
03.04.1993 Repair ‘DOOR HINGES AND PINS’.
03.04.1993 Repair ‘DOOR LOCK MECHANISM’.
03.04.1993 Repair ‘DOOR OPENING MECHANISM’.
03.04.1993 Repair ‘DOOR ROLLER’.
03.04.1993 Repair ‘SIDE SHEET’.
03.04.1993 Repair ‘STEP’.
03.04.1993 Repair ‘TANK WAG. SKIRTING’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘DISCHARGE DOOR’.
15.10.1993 Repair ‘DOOR OPENING MECHANISM’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1993 Repair ‘VEHICLE STENCILS’.
02.12.1993 Repair ‘HANDRAILS’.
20.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1994 Repair ‘STEP’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘DOOR HOPPER LOADING’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 40

Details: wagon ‘AHGX 40 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.09.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 07.11.1996
Due Triple Valve: 01.08.1996
Last Brake Cylinder: 02.10.1990
Last Single Car Test: 06.04.1994
Last Lift: 04.08.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘TRAIN PIPE (END)’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.08.1989 Repair ‘DOOR SEAL’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
05.02.1990 Repair ‘HANDRAILS’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
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15.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1990 Repair ‘END BRAKE COCK’.
15.04.1990 Repair ‘END HOSE’.
15.04.1990 Repair ‘TRAIN PIPE (END)’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1990 Repair ‘END BRAKE COCK’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
08.10.1991 Repair ‘HANDRAILS END’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
09.06.1992 Repair ‘DISCHARGE DOOR’.
09.06.1992 Repair ‘END BRAKE COCK’.
16.09.1992 Repair ‘END BRAKE COCK’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘DOOR COMPLETE’.
06.01.1993 Repair ‘DOOR HINGES AND PINS’.
06.01.1993 Repair ‘DOOR HINGES AND PINS’.
06.01.1993 Repair ‘DOOR LOCK MECHANISM’.
06.01.1993 Repair ‘ROOF SHEET’.
18.05.1993 Repair ‘LADDER’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1994 Repair ‘HANDBRAKE HANDLE’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
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06.08.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘DOOR HOPPER LOADING’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 41

Details: wagon ‘AHGX 41 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.01.1970
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1997
Due Triple Valve: 01.10.1988
Last Lift: 19.10.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

30.07.1989 Repair ‘HANDRAILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
09.10.1989 Repair ‘DISCHARGE DOOR’.
09.10.1989 Repair ‘DOOR SEAL’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1989 Repair ‘BOGIE SPRING’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1990 Repair ‘BRAKE BLOCK RB95’.
12.02.1990 Repair ‘CARD OR CLIP HOLDER’.
12.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1990 Repair ‘STEP’.
16.02.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.12.1990 Repair ‘DISCHARGE DOOR’.
06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1993 Repair ‘COUPLER KNUCKLE’.
06.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.03.1993 Repair ‘END BRAKE COCK’.
06.03.1993 Repair ‘GRADE CONTROL VALVE’.
06.03.1993 Repair ‘VEHICLE COMPLETE’.
06.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.03.1993 Repair ‘VEHICLE STENCILS’.
27.03.1993 Repair ‘BRAKE BLOCK RB95’.
27.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1993 Repair ‘TRAIN PIPE (END)’.
08.06.1993 Repair ‘HANDRAILS’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘DOOR HOPPER LOADING’.
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02.10.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 42

Details: wagon ‘AHGX 42 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.01.1970
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.11.1989
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 06.04.1994
Last Lift: 02.11.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘DISCHARGE DOOR’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
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21.09.1989 Repair ‘DOOR SEAL’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1991 Repair ‘WHEEL SET’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Repair ‘STEP’.
09.12.1991 Repair ‘END BRAKE COCK’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘HAND RELEASE (AIR)’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1993 Repair ‘HANDRAILS END’.
11.11.1993 Repair ‘STEP’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 43

Details: wagon ‘AHGX 43 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Fleet Grp Code: AF SH SV
Return to Service Date: 16.01.1997
Due Triple Valve: 01.09.1997
Last Triple Valve: 14.12.1990
Last Brake Cylinder: 04.09.1991
Last Single Car Test: 28.10.1993
Last Lift: 01.09.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘HANDRAILS’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘DISCHARGE DOOR’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DISCHARGE DOOR’.
21.09.1989 Repair ‘DOOR SEAL’.
23.03.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘DOOR OPENING MECHANISM’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK OTHER’.
04.09.1991 Repair ‘CARD OR CLIP HOLDER’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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04.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRAKE BLOCK RB95’.
24.09.1992 Repair ‘EMPTY LOAD VALVE’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘DOOR COMPLETE’.
27.10.1992 Repair ‘DOOR HINGES AND PINS’.
27.10.1992 Repair ‘DOOR HINGES AND PINS’.
27.10.1992 Repair ‘ROOF SHEET’.
27.10.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1993 Repair ‘BRAKE BLOCK RB95’.
18.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE SPRING’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 44

Details: wagon ‘AHGX 44 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-1
Date Built: 01.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.01.1997
Due Triple Valve: 01.08.1990
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 21.09.1989
Last Lift: 02.08.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.07.1989 Repair ‘HANDRAILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
10.08.1989 Repair ‘DOOR SEAL’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
19.12.1989 Repair ‘HANDRAILS’.
12.02.1990 Repair ‘HANDRAILS END’.
01.03.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.04.1990 Repair ‘HANDRAILS END’.
25.08.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
21.03.1991 Repair ‘HANDRAILS END’.
20.10.1991 Repair ‘HANDRAILS END’.
05.03.1992 Repair ‘SIDE STEP’.
21.01.1993 Repair ‘TRAIN PIPE (END)’.
17.03.1993 Repair ‘BRAKE BLOCK RB95’.
17.03.1993 Repair ‘BRANCH PIPE’.
03.06.1993 Repair ‘HANDRAILS’.
30.06.1993 Repair ‘HANDRAILS END’.
12.08.1993 Repair ‘TWIST LOCK’.

1192



2.48. Wagon classification starting with ‘AHG’

12.11.1993 Repair ‘HANDRAILS END’.
09.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1994 Repair ‘HANDRAILS END’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 45

Details: wagon ‘AHGX 45 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
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BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 05.11.1996
Due Triple Valve: 01.02.1989
Last Brake Cylinder: 11.06.1992
Last Single Car Test: 18.11.1993
Last Lift: 22.02.1984

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

09.10.1989 Repair ‘DOOR SEAL’.
11.02.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.07.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
30.11.1991 Repair ‘LADDER’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BRAKE BLOCK RB95’.
09.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1992 Repair ‘VEHICLE STENCILS’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘DISCHARGE DOOR’.
16.06.1992 Repair ‘WHEEL SET’.
23.04.1993 Repair ‘HANDRAILS END’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1993 Repair ‘BRAKE BLOCK RB95’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
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07.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 46

Details: wagon ‘AHGX 46 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.03.1996
Last Brake Cylinder: 29.02.1988
Last Single Car Test: 16.02.1994
Last Lift: 11.05.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

15.11.1989 Repair ‘DOOR SEAL’.
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06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.
(RS4493)’.

11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
04.03.1992 Repair ‘HOSE FITTINGS’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE LEVER’.
10.09.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Repair ‘WHEEL SET’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘HANDRAILS END’.
08.02.1994 Repair ‘STEP’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 47

Details: wagon ‘AHGX 47 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 07.10.1969
Operating System: AN

1196



2.48. Wagon classification starting with ‘AHG’

Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.01.1997
Last Single Car Test: 24.11.1993
Last Lift: 11.12.1980

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,
AHHH, AHDL. (GRAINP)’.

06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.
AHGX. (RS4493)’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

11.02.1991 Repair ‘STEP’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1993 Repair ‘LADDER’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1993 Repair ‘BRAKE SPRING’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘DOOR HOPPER LOADING’.

1197



2. TIMS GROUP INFORMATION - WAGONS

28.10.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 48

Details: wagon ‘AHGX 48 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 07.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.11.1991
Last Single Car Test: 22.03.1994
Last Lift: 06.11.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
09.10.1989 Repair ‘END HOSE’.
14.02.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
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24.04.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1994 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1994 Repair ‘BRAKE BLOCK RB95’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 49

Details: wagon ‘AHGX 49 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 07.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG
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Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.10.1996
Due Triple Valve: 01.03.1996
Last Brake Cylinder: 10.08.1988
Last Single Car Test: 08.06.1994
Last Lift: 04.03.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

15.11.1989 Repair ‘DOOR SEAL’.
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.04.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘DISCHARGE DOOR’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Repair ‘WHEEL SET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.08.1991 Repair ‘HANDRAILS END’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘DISCHARGE DOOR’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘END BRAKE COCK’.
30.11.1992 Repair ‘END HOSE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.03.1993 Repair ‘WHEEL SET’.
06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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06.03.1993 Repair ‘COUPLER KNUCKLE’.
06.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.03.1993 Repair ‘GRADE CONTROL VALVE’.
06.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1993 Repair ‘WHEEL SET’.
14.05.1993 Repair ‘HANDRAILS’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1993 Repair ‘HANDRAILS END’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘DOOR HOPPER LOADING’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 50

Details: wagon ‘AHGX 50 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 15.10.1969
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 14.01.1997
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 28.02.1994
Last Lift: 18.12.1985

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

28.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1989 Repair ‘LADDER’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘DOOR SEAL’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
16.03.1990 Repair ‘LADDER’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
05.06.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.12.1990 Repair ‘DOOR HOPPER LOADING’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARINGS’.
15.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1992 Repair ‘VEHICLE STENCILS’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘STEP’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
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13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Repair ‘LADDER’.
24.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘DOOR HOPPER LOADING’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
14.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 51

Details: wagon ‘AHGX 51 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.01.1970
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 11.11.1996
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 30.11.1991
Last Single Car Test: 28.09.1989
Last Lift: 25.11.1986

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1989 Repair ‘BRAKE PIN’.
17.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.10.1989 Repair ‘STEP’.
17.10.1989 Repair ‘TRAIN PIPE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘WHEEL SET’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
21.06.1990 Repair ‘HANDRAILS END’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1990 Repair ‘HANDRAILS END’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.12.1990 Repair ‘DISCHARGE DOOR’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
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17.09.1991 Repair ‘VEHICLE STENCILS’.
29.09.1991 Repair ‘HANDRAILS’.
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1991 Repair ‘BRANCH PIPE’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1991 Repair ‘VEHICLE STENCILS’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRANCH PIPE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘END BRAKE COCK’.
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1992 Repair ‘COUPLER KNUCKLE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘END BRAKE COCK’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘HANDRAILS’.
10.09.1993 Repair ‘TRAIN PIPE’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 52

Details: wagon ‘AHGX 52 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10950
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-1
Date Built: 27.10.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 08.01.1991
Last Triple Valve: 26.04.1990
Last Brake Cylinder: 11.03.1994
Last Single Car Test: 11.03.1994
Last Lift: 08.09.1987

05.03.1986 Alteration complete ‘FIT AAR TYPE HAND BRAKE WHEEL, SIDE STIRRUP
STEPS AND HANDRAILS. AHGX 1-52 (RS4108)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

07.08.1989 Repair ‘LADDER’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
03.10.1989 Repair ‘END BRAKE COCK’.
03.10.1989 Repair ‘END HOSE’.
15.11.1989 Repair ‘DOOR SEAL’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
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26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘STEP’.
26.04.1990 Repair ‘WHEEL SET’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BRAKE BLOCK RB95’.
06.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Repair ‘HANDRAILS END’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘DISCHARGE DOOR’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘ISOLATING COCK’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BRAKE BLOCK RB95’.
28.05.1991 Repair ‘BRAKE LEVER’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘HANDRAILS END’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE STENCILS’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
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04.01.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘DOOR HOPPER LOADING’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 53

Details: wagon ‘AHGX 53 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 08.05.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.02.1997
Due Triple Valve: 01.06.1989
Last Brake Cylinder: 07.10.1988
Last Single Car Test: 09.11.1993
Last Lift: 13.06.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.
AHGX. (RS4493)’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

22.03.1991 Repair ‘STEP’.
25.05.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘HANDRAILS END’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1992 Repair ‘BRAKE BLOCK RB95’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘DISCHARGE DOOR’.
30.07.1992 Repair ‘DOOR SEAL’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1992 Repair ‘HANDRAILS END’.
15.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1992 Repair ‘BRANCH PIPE’.
09.03.1993 Repair ‘HANDRAILS END’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘BRAKE LEVER’.
03.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1993 Repair ‘BOGIE COMPLETE’.
21.08.1993 Repair ‘BRAKE BLOCK RB95’.
21.08.1993 Repair ‘BRAKE LEVER’.
21.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
01.01.1994 Repair ‘HANDRAILS’.
11.01.1994 Repair ‘LADDER’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘DOOR HOPPER LOADING’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 54

Details: wagon ‘AHGX 54 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 08.05.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 10.09.1996
Due Triple Valve: 15.07.1993
Last Triple Valve: 13.11.1991
Last Brake Cylinder: 15.07.1992
Last Single Car Test: 09.11.1993
Last Lift: 22.11.1981

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
25.11.1989 Repair ‘BOGIE SPRING’.
04.12.1989 Repair ‘LADDER’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
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12.11.1991 Repair ‘BRANCH PIPE’.
12.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1991 Repair ‘RELAY VALVE’.
07.12.1991 Repair ‘STEP’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.07.1992 Repair ‘COUPLER KNUCKLE’.
15.07.1992 Repair ‘DISCHARGE DOOR’.
15.07.1992 Repair ‘EMPTY LOAD VALVE’.
15.07.1992 Repair ‘GRADE CONTROL VALVE’.
15.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1992 Repair ‘RELAY VALVE’.
21.08.1992 Repair ‘HANDRAILS’.
24.05.1993 Repair ‘HANDRAILS END’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1993 Repair ‘END BRAKE COCK’.
16.11.1993 Repair ‘END HOSE’.
28.12.1993 Repair ‘HANDRAILS END’.
26.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 55

09.11.1992 Reclassified from wagon ‘AHGX 55 M’ to ’ wagon ‘ENHB 55 M’.

AHGX 56

Details: wagon ‘AHGX 56 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 24.05.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.10.1996
Due Triple Valve: 16.06.1994
Last Triple Valve: 25.06.1991
Last Brake Cylinder: 17.10.1990
Last Single Car Test: 24.11.1993
Last Lift: 09.05.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.10.1989 Repair ‘DISCHARGE DOOR’.
16.10.1989 Repair ‘DOOR SEAL’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘DOOR HOPPER LOADING’.
19.12.1989 Repair ‘DOOR OPENING MECHANISM’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.03.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.10.1990 Repair ‘BRANCH PIPE’.
22.10.1990 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Repair ‘EMPTY LOAD VALVE’.
22.10.1990 Repair ‘GRADE CONTROL VALVE’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

16.11.1990 Repair ‘DISCHARGE DOOR’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1991 Repair ‘VEHICLE STENCILS’.
29.11.1991 Repair ‘STEP’.
19.01.1993 Repair ‘HANDRAILS END’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
28.09.1993 Repair ‘HANDRAILS END’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
27.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1993 Repair ‘HANDRAILS’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 57

Details: wagon ‘AHGX 57 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.05.1979
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.01.1997
Due Triple Valve: 01.08.1988
Last Brake Cylinder: 15.03.1991
Last Single Car Test: 08.06.1994
Last Lift: 08.08.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
25.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Repair ‘HANDRAILS’.
02.11.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
17.11.1990 Repair ‘DISCHARGE DOOR’.
08.03.1991 Repair ‘SIDE SILL’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘HANDRAILS END’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Repair ‘SIDE SILL’.
15.03.1991 Repair ‘VEHICLE LOAD CAPACITY’.
14.08.1991 Repair ‘STEP’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DISCHARGE DOOR’.
20.08.1991 Repair ‘DOOR HINGES AND PINS’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘DOOR OPENING MECHANISM’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Repair ‘END BRAKE COCK’.
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24.01.1994 Repair ‘STEP’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘BRAKE BLOCK RB95’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘DOOR HOPPER LOADING’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 58

Details: wagon ‘AHGX 58 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 28.05.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.01.1997
Due Triple Valve: 01.07.1989
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 01.03.1994
Last Lift: 05.07.1984
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DISCHARGE DOOR’.
21.09.1989 Repair ‘DOOR SEAL’.
06.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
02.06.1990 Repair ‘HANDRAILS END’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.02.1991 Repair ‘HANDRAILS’.
25.07.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1992 Repair ‘TRAIN PIPE’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘DISCHARGE DOOR’.
17.07.1992 Repair ‘EMPTY LOAD VALVE’.
17.07.1992 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1993 Repair ‘SIDE STEP’.
07.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Repair ‘HANDRAILS END’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1993 Repair ‘BRAKE PIN’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

1216



2.48. Wagon classification starting with ‘AHG’

01.04.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘DOOR HOPPER LOADING’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 59

Details: wagon ‘AHGX 59 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.06.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 21.02.1997
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 08.06.1994
Last Lift: 14.06.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

02.07.1989 Repair ‘HANDRAILS END’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
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26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘DISCHARGE DOOR’.
26.09.1989 Repair ‘END BRAKE COCK’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE SPRING’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
14.02.1990 Repair ‘HANDRAILS’.
31.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
18.12.1990 Repair ‘TRAIN PIPE’.
20.03.1991 Repair ‘STEP’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘CARD OR CLIP HOLDER’.
21.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1992 Repair ‘VEHICLE STENCILS’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Repair ‘STEP’.
05.03.1993 Repair ‘HANDRAILS’.
29.04.1993 Repair ‘HANDRAILS’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘DOOR HOPPER LOADING’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 60

Details: wagon ‘AHGX 60 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 08.06.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Last Brake Cylinder: 24.02.1988
Last Single Car Test: 08.06.1994
Last Lift: 20.07.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

14.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,

AHHH, AHDL. (GRAINP)’.
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘HOSE FITTINGS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.02.1991 Repair ‘STEP’.
27.03.1991 Repair ‘HANDRAILS’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
02.10.1991 Repair ‘VEHICLE STENCILS’.
12.03.1992 Repair ‘HANDRAILS’.
12.03.1992 Repair ‘HANDRAILS’.
19.08.1992 Repair ‘HANDRAILS’.
03.06.1993 Repair ‘HANDRAILS’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
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16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘DOOR HOPPER LOADING’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 61

Details: wagon ‘AHGX 61 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 15.06.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 13.11.1996
Due Triple Valve: 01.09.1989
Last Lift: 24.09.1984
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
04.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
09.04.1990 Repair ‘SIDE STEP’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
14.02.1991 Repair ‘HANDRAILS’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘LADDER’.
06.03.1992 Repair ‘HANDRAILS’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRANCH PIPE’.
20.04.1993 Repair ‘BRANCH PIPE’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRANCH PIPE’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE SPRING’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘GRADE CONTROL VALVE’.
16.09.1993 Repair ‘HAND RELEASE (AIR)’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘WHEEL SET’.
26.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
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05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE RECLASSIFY’.

AHGX 62

Details: wagon ‘AHGX 62 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.06.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.12.1996
Due Triple Valve: 01.11.1997
Last Brake Cylinder: 05.03.1993
Last Single Car Test: 28.09.1989
Last Lift: 26.11.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

02.07.1989 Repair ‘HANDRAILS END’.
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘DOOR COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
01.09.1989 Repair ‘STEP’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘DISCHARGE DOOR’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
21.03.1990 Repair ‘HANDRAILS END’.
21.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.05.1990 Repair ‘HANDRAILS’.
22.05.1990 Repair ‘STEP’.
18.07.1990 Repair ‘HANDRAILS END’.
02.11.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
04.02.1991 Repair ‘BOGIE BEARINGS’.
04.02.1991 Repair ‘BOGIE BEARINGS’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘DISCHARGE DOOR’.
26.02.1991 Repair ‘EMPTY LOAD VALVE’.
26.02.1991 Repair ‘GRADE CONTROL VALVE’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1991 Repair ‘WHEEL SET’.
25.07.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘HANDRAILS END’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
11.04.1993 Repair ‘HANDRAILS’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘DOOR OPENING MECHANISM’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
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18.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘STEP’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘EMPTY LOAD VALVE’.
26.11.1993 Repair ‘GRADE CONTROL VALVE’.
26.11.1993 Repair ‘WHEEL SET’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE SPRING’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘DOOR HOPPER LOADING’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 63

Details: wagon ‘AHGX 63 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 09.07.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 01.09.1988
Last Triple Valve: 18.05.1994
Last Brake Cylinder: 18.05.1994
Last Single Car Test: 24.11.1993
Last Lift: 18.09.1986
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

23.10.1989 Repair ‘DOOR SEAL’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE LEVER’.
05.12.1989 Repair ‘BRANCH PIPE’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.02.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘DISCHARGE DOOR’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘STEP’.
25.07.1991 Repair ‘HANDRAILS’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1992 Repair ‘VEHICLE STENCILS’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Repair ‘TRAIN PIPE (END)’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1993 Repair ‘HANDRAILS’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘HANDRAILS’.
20.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.05.1994 Repair ‘BRAKE BLOCK RB95’.
12.05.1994 Repair ‘BRAKE PULL ROD’.
12.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.05.1994 Repair ‘DIRT COLLECTORS/STRAINERS’.
12.05.1994 Repair ‘EMPTY LOAD VALVE’.
12.05.1994 Repair ‘GRADE CONTROL VALVE’.
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12.05.1994 Repair ‘HAND RELEASE (AIR)’.
12.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1994 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.05.1994 Repair ‘RELAY VALVE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘RELAY VALVE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘DOOR HOPPER LOADING’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 64

Details: wagon ‘AHGX 64 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 17.07.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
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BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 18.10.1996
Due Triple Valve: 01.08.1989
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 09.12.1993
Last Lift: 02.08.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
03.01.1991 Repair ‘DISCHARGE DOOR’.
10.01.1991 Repair ‘DOOR COMPLETE’.
24.04.1991 Repair ‘DOOR HOPPER LOADING’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘DOOR HOPPER LOADING’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘VEHICLE STENCILS’.
02.08.1991 Repair ‘VEHICLE COMPLETE’.
02.08.1991 Repair ‘VEHICLE STENCILS’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1992 Repair ‘STEP’.
10.09.1992 Repair ‘VEHICLE STENCILS’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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26.07.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘DOOR HOPPER LOADING’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 65

Details: wagon ‘AHGX 65 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 20.07.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.12.1996
Due Triple Valve: 19.12.1988
Last Triple Valve: 15.03.1988
Last Brake Cylinder: 23.08.1990
Last Single Car Test: 21.10.1993
Last Lift: 22.07.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRAKE LEVER’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
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06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘TRAIN PIPE (END)’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
12.08.1989 Repair ‘DOOR SEAL’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRANCH PIPE’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BRANCH PIPE’.
24.09.1990 Repair ‘LADDER’.
24.09.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE CONTROL PIPE’.
18.10.1990 Repair ‘BRANCH PIPE’.
18.10.1990 Repair ‘TRAIN PIPE (END)’.
18.10.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘DOOR HINGES AND PINS’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
27.03.1993 Repair ‘HANDRAILS’.
01.05.1993 Repair ‘BRAKE BLOCK RB95’.
01.05.1993 Repair ‘BRAKE LEVER’.
01.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘SIDE COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘HANDRAILS END’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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05.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1994 Repair ‘WHEEL SET’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘DOOR HOPPER LOADING’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 66

Details: wagon ‘AHGX 66 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.08.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Fleet Grp Code: AF SH SV
Return to Service Date: 02.02.1997
Due Triple Valve: 01.06.1989
Last Triple Valve: 08.04.1994
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 08.04.1994
Last Lift: 01.06.1984
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
25.11.1989 Repair ‘BOGIE SPRING’.
25.01.1990 Repair ‘BOGIE SIDEFRAME’.
05.02.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
05.03.1991 Repair ‘HANDRAILS END’.
04.07.1991 Repair ‘BODY COMPLETE’.
07.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1993 Repair ‘HANDRAILS END’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Repair ‘HANDRAILS’.
27.01.1994 Repair ‘HANDRAILS END’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘END BRAKE COCK’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘WHEEL SET’.
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27.05.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘DOOR HOPPER LOADING’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 67

Details: wagon ‘AHGX 67 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 07.08.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.12.1996
Due Triple Valve: 25.07.1994
Last Single Car Test: 07.06.1991
Last Lift: 17.10.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘STEP’.
31.08.1989 Repair ‘DOOR SEAL’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘DOOR COVERING’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘STEP’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRAKE LEVER’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
23.08.1990 Repair ‘ROOF BOARDS’.
23.08.1990 Repair ‘SIDE SHEET’.
23.08.1990 Repair ‘TRAIN PIPE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘END BRAKE COCK’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRANCH PIPE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘DISCHARGE DOOR’.
08.05.1991 Repair ‘EMPTY LOAD VALVE’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.07.1992 Repair ‘STEP’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1993 Repair ‘BRAKE BLOCK RB95’.
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18.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘COUPLER KNUCKLE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘DOOR HOPPER LOADING’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 68

Details: wagon ‘AHGX 68 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 13.08.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 03.02.1997
Last Triple Valve: 11.11.1988
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 18.01.1994
Last Lift: 27.07.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
29.03.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
19.09.1990 Repair ‘SIDE SHEET’.
19.09.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BRAKE LEVER’.
24.09.1990 Repair ‘CARD OR CLIP HOLDER’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.01.1991 Repair ‘DISCHARGE DOOR’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘COUPLER KNUCKLE’.
18.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.01.1991 Repair ‘DOOR HOPPER LOADING’.
18.01.1991 Repair ‘EMPTY LOAD VALVE’.
18.01.1991 Repair ‘GRADE CONTROL VALVE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘END BRAKE COCK’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘TANK WAG. STRAPS’.
22.05.1991 Repair ‘VEHICLE STENCILS’.
27.05.1991 Repair ‘STEP’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1994 Repair ‘HANDRAILS END’.
11.01.1994 Repair ‘LADDER’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1994 Repair ‘STEP’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
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31.10.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘DOOR HOPPER LOADING’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 69

09.11.1992 Reclassified from wagon ‘AHGX 69 K’ to ’ wagon ‘ENHB 69 K’.

AHGX 70

Details: wagon ‘AHGX 70 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 06.09.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Last Brake Cylinder: 06.03.1992
Last Single Car Test: 16.12.1993
Last Lift: 07.08.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.
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03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
05.10.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.02.1991 Repair ‘STEP’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
19.03.1991 Repair ‘DISCHARGE DOOR’.
19.03.1991 Repair ‘HANDRAILS’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘DISCHARGE DOOR’.
19.12.1991 Repair ‘VEHICLE LOAD CAPACITY’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE BEARINGS’.
03.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1992 Repair ‘STEP’.
03.03.1992 Repair ‘VEHICLE STENCILS’.
02.02.1993 Repair ‘BRANCH PIPE’.
05.03.1993 Repair ‘STEP’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1993 Repair ‘HANDRAILS END’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘END BRAKE COCK’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE BLOCK RB95’.
11.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘STEP’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 71

Details: wagon ‘AHGX 71 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 06.09.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 17.10.1996
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 10.05.1990
Last Single Car Test: 01.03.1994
Last Lift: 15.05.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRAKE BLOCK RB95’.
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10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘UNDERFRAME COMPLETE’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BRAKE LEVER’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘STEP’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘DOOR HOPPER LOADING’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 72

Details: wagon ‘AHGX 72 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.09.1979
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 12.01.1997
Due Triple Valve: 12.12.1987
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 16.12.1993
Last Lift: 04.12.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
19.03.1990 Repair ‘BOGIE SIDEFRAME’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.04.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.10.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
20.08.1991 Repair ‘HANDRAILS END’.
05.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1992 Repair ‘GRAFFITI REMOVAL’.
16.01.1993 Repair ‘BRAKE BLOCK RB95’.
16.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRANCH PIPE’.
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21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘DOOR HOPPER LOADING’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 73

Details: wagon ‘AHGX 73 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.09.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Last Triple Valve: 28.10.1993
Last Brake Cylinder: 18.07.1992
Last Single Car Test: 02.02.1994
Last Lift: 13.06.1984
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

01.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1989 Repair ‘DOOR SEAL’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Repair ‘STEP’.
06.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘DOOR OPENING MECHANISM’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘VEHICLE COMPLETE’.
18.05.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
07.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
25.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Repair ‘VEHICLE STENCILS’.
18.07.1992 Repair ‘WHEEL SET’.
16.01.1993 Repair ‘BRAKE BLOCK RB95’.
16.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
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28.10.1993 Repair ‘RELAY VALVE’.
28.10.1993 Repair ‘WHEEL SET’.
14.12.1993 Repair ‘STEP’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1994 Repair ‘HANDBRAKE HANDLE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘DOOR HOPPER LOADING’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 74

09.11.1992 Reclassified from wagon ‘AHGX 74 T’ to ’ wagon ‘ENHB 74 T’.

AHGX 75

Details: wagon ‘AHGX 75 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 01.10.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.11.1996
Last Brake Cylinder: 03.09.1991
Last Single Car Test: 03.09.1991
Last Lift: 10.10.1985
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.09.1989 Repair ‘DOOR SEAL’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BRAKE LEVER’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘DOOR COMPLETE’.
04.10.1989 Repair ‘EMPTY LOAD VALVE’.
04.10.1989 Repair ‘GRADE CONTROL VALVE’.
04.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘BRANCH PIPE’.
30.12.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘EMPTY LOAD VALVE’.
30.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
09.04.1990 Repair ‘SIDE STEP’.
25.05.1990 Repair ‘STEP’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘VEHICLE COMPLETE’.
16.11.1990 Repair ‘VEHICLE STENCILS’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1991 Repair ‘STEP’.
02.09.1991 Repair ‘VEHICLE STENCILS’.
11.10.1991 Repair ‘HANDRAILS END’.
15.08.1992 Repair ‘HANDBRAKE HANDLE’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘DISCHARGE DOOR’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1993 Repair ‘HANDRAILS END’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.05.1993 Repair ‘CARD OR CLIP HOLDER’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DISCHARGE DOOR’.
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07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1993 Repair ‘BRAKE BLOCK RB95’.
19.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1993 Repair ‘HANDRAILS END’.
25.01.1994 Repair ‘HANDRAILS END’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘DOOR HOPPER LOADING’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 76

Details: wagon ‘AHGX 76 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 11.10.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 14.01.1997
Last Triple Valve: 18.08.1993
Last Brake Cylinder: 01.10.1988
Last Single Car Test: 15.12.1993
Last Lift: 08.05.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

09.10.1989 Repair ‘DOOR SEAL’.
07.11.1989 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
19.04.1990 Repair ‘HANDRAILS’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.01.1991 Repair ‘BOGIE BEARINGS’.
10.07.1991 Repair ‘HANDRAILS END’.
19.08.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
15.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRANCH PIPE’.
18.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘DISCHARGE DOOR’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘GRADE CONTROL VALVE’.
07.11.1993 Repair ‘HANDRAILS END’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1993 Repair ‘VEHICLE STENCILS’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
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01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.
14.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 77

Details: wagon ‘AHGX 77 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 22.05.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Last Brake Cylinder: 07.04.1992
Last Single Car Test: 18.11.1993
Last Lift: 18.07.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

02.07.1989 Repair ‘HANDRAILS END’.
30.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘DISCHARGE DOOR’.
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26.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
14.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.03.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
27.04.1990 Repair ‘HANDRAILS’.
08.11.1990 Repair ‘VEHICLE COMPLETE’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
19.08.1991 Repair ‘HANDRAILS END’.
18.03.1992 Repair ‘STEP’.
04.04.1992 Repair ‘HANDRAILS END’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
19.05.1993 Repair ‘HANDRAILS’.
18.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘STEP’.
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘VEHICLE STENCILS’.
03.12.1993 Repair ‘HANDRAILS’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘HANDRAILS’.
22.12.1993 Repair ‘WHEEL SET’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
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25.10.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 78

Details: wagon ‘AHGX 78 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 22.05.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.11.1996
Due Triple Valve: 01.05.1990
Last Brake Cylinder: 15.09.1993
Last Single Car Test: 27.04.1994
Last Lift: 31.05.1985

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.08.1989 Repair ‘SIDE STEP’.
04.09.1989 Repair ‘STEP’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Repair ‘DISCHARGE DOOR’.
03.02.1990 Repair ‘END BRAKE COCK’.
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03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
01.04.1992 Repair ‘HANDRAILS’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.04.1992 Repair ‘DISCHARGE DOOR’.
03.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1992 Repair ‘BRAKE PULL ROD’.
16.10.1992 Repair ‘CARD OR CLIP HOLDER’.
16.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
19.12.1992 Repair ‘STEP’.
11.06.1993 Repair ‘BRAKE BLOCK RB95’.
11.06.1993 Repair ‘BRANCH PIPE’.
11.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1993 Repair ‘BRAKE LEVER’.
25.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘VEHICLE STENCILS’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘TRAIN PIPE’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
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21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘DOOR HOPPER LOADING’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 79

Details: wagon ‘AHGX 79 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 28.05.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 13.11.1996
Last Brake Cylinder: 12.12.1991
Last Single Car Test: 28.10.1993
Last Lift: 08.11.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
05.10.1989 Repair ‘DOOR SEAL’.
05.10.1989 Repair ‘DOOR SEAL’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘LADDER’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.

1251



2. TIMS GROUP INFORMATION - WAGONS

09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE LOAD CAPACITY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘DISCHARGE DOOR’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1991 Repair ‘TRAIN PIPE (END)’.
15.01.1992 Repair ‘HOSE FITTINGS’.
05.03.1992 Repair ‘SIDE STEP’.
22.10.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1993 Repair ‘BRAKE BLOCK RB95’.
19.06.1993 Repair ‘BRAKE LEVER’.
19.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1993 Repair ‘HANDRAILS END’.
24.11.1993 Repair ‘STEP’.
22.01.1994 Repair ‘HANDRAILS END’.
22.01.1994 Repair ‘HANDRAILS END’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘DOOR HOPPER LOADING’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 80

Details: wagon ‘AHGX 80 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 22.05.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.02.1997
Due Triple Valve: 01.11.1990
Last Brake Cylinder: 05.07.1989
Last Single Car Test: 05.07.1989
Last Lift: 25.08.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
02.10.1989 Repair ‘DOOR SEAL’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘DOOR COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.12.1990 Repair ‘DISCHARGE DOOR’.
19.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1993 Repair ‘BRAKE BLOCK RB95’.
09.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘BRANCH PIPE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRANCH PIPE’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
18.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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18.03.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
23.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 81

Details: wagon ‘AHGX 81 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 05.06.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Due Triple Valve: 01.05.1990
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 07.10.1992
Last Lift: 16.05.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
12.08.1989 Repair ‘DOOR SEAL’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
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30.11.1989 Repair ‘HANDRAILS’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.10.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.01.1991 Repair ‘DISCHARGE DOOR’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘DOOR COVERING’.
23.01.1991 Repair ‘LADDER’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘VEHICLE STENCILS’.
29.09.1992 Repair ‘WHEEL SET’.
04.05.1993 Repair ‘HANDRAILS END’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
05.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
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04.11.1996 Repair ‘DOOR HOPPER LOADING’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 82

Details: wagon ‘AHGX 82 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 05.06.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 01.12.1996
Due Triple Valve: 01.06.1990
Last Brake Cylinder: 27.02.1992
Last Single Car Test: 08.04.1994
Last Lift: 28.06.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.09.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘END BRAKE COCK’.
10.10.1989 Repair ‘END HOSE’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Repair ‘DOOR SEAL’.
18.02.1990 Repair ‘HANDRAILS END’.
05.03.1990 Repair ‘LADDER’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

1256



2.48. Wagon classification starting with ‘AHG’

25.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1990 Repair ‘BRAKE LEVER’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘EMPTY LOAD VALVE’.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘LADDER’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1990 Repair ‘HANDRAILS’.
28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.12.1990 Repair ‘DISCHARGE DOOR’.
21.09.1991 Repair ‘STEP’.
04.10.1991 Repair ‘VEHICLE COMPLETE’.
04.10.1991 Repair ‘VEHICLE STENCILS’.
06.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘CARD OR CLIP HOLDER’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘DOOR OPENING MECHANISM’.
27.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1993 Repair ‘BRAKE BLOCK RB95’.
04.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘LADDER’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘DOOR HOPPER LOADING’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 83

Details: wagon ‘AHGX 83 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.06.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 29.11.1996
Last Brake Cylinder: 06.03.1992
Last Single Car Test: 08.06.1994
Last Lift: 26.06.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.11.1989 Repair ‘DISCHARGE DOOR’.
06.11.1989 Repair ‘DOOR SEAL’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.08.1990 Repair ‘HANDRAILS’.
22.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.11.1990 Repair ‘DISCHARGE DOOR’.
10.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Repair ‘HANDRAILS’.
21.05.1991 Repair ‘STEP’.
26.07.1991 Repair ‘HANDRAILS END’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1991 Repair ‘TRAIN PIPE (END)’.
07.11.1991 Repair ‘HANDRAILS END’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.03.1992 Repair ‘BOGIE BEARINGS’.
03.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1992 Repair ‘COUPLER KNUCKLE’.
03.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1992 Repair ‘VEHICLE STENCILS’.
18.08.1992 Repair ‘STEP’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1992 Repair ‘DISCHARGE DOOR’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.02.1993 Repair ‘SIDE STEP’.
24.02.1993 Repair ‘STEP’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘CARD OR CLIP HOLDER’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘DISCHARGE DOOR’.
10.03.1993 Repair ‘DOOR LOCK MECHANISM’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘HANDRAILS’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘DOOR HOPPER LOADING’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
29.11.1996 Repair ‘VEHICLE COMPLETE’.
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AHGX 84

Details: wagon ‘AHGX 84 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.06.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Last Brake Cylinder: 06.07.1992
Last Single Car Test: 28.09.1989
Last Lift: 07.12.1981

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘DISCHARGE DOOR’.
26.09.1989 Repair ‘END BRAKE COCK’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
29.10.1989 Repair ‘HANDRAILS’.
27.01.1990 Repair ‘HANDRAILS’.
18.02.1990 Repair ‘HANDRAILS END’.
04.04.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
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18.07.1990 Repair ‘HANDRAILS’.
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.08.1991 Repair ‘HANDRAILS’.
16.08.1991 Repair ‘HANDRAILS END’.
16.01.1992 Repair ‘HANDRAILS END’.
24.03.1992 Repair ‘HANDRAILS’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE LEVER’.
06.07.1992 Repair ‘BRAKE PULL ROD’.
06.07.1992 Repair ‘BRANCH PIPE’.
06.07.1992 Repair ‘DISCHARGE DOOR’.
06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.11.1992 Repair ‘HANDRAILS’.
29.01.1993 Repair ‘HANDRAILS’.
29.01.1993 Repair ‘LADDER’.
13.03.1993 Repair ‘HANDRAILS’.
27.09.1993 Repair ‘HANDRAILS’.
01.11.1993 Repair ‘HANDRAILS END’.
22.01.1994 Repair ‘HANDRAILS END’.
22.01.1994 Repair ‘STEP’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘DOOR HOPPER LOADING’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 85

Details: wagon ‘AHGX 85 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.06.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.10.1996
Due Triple Valve: 01.09.1989
Last Brake Cylinder: 23.04.1992
Last Single Car Test: 18.01.1994
Last Lift: 24.09.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘DOOR OPENING MECHANISM’.
21.08.1989 Repair ‘HANDRAILS’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE SPRING’.
02.01.1990 Repair ‘VEHICLE STENCILS’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
28.10.1990 Repair ‘HANDRAILS’.
28.10.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
06.11.1991 Repair ‘HANDRAILS END’.
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24.03.1992 Repair ‘HANDRAILS’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BEARINGS’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1992 Repair ‘COUPLER KNUCKLE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘EMPTY LOAD VALVE’.
23.04.1992 Repair ‘GRADE CONTROL VALVE’.
23.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1992 Repair ‘WHEEL SET’.
27.12.1992 Repair ‘HANDRAILS’.
22.02.1993 Repair ‘HANDRAILS’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘BRANCH PIPE’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1993 Repair ‘HANDRAILS’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 86

07.10.1992 Reclassified from wagon ‘AHGX 86 W’ to ’ wagon ‘ENHB 86 W’.
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AHGX 87

Details: wagon ‘AHGX 87 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 17.07.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 13.11.1996
Due Triple Valve: 01.05.1997
Last Single Car Test: 27.04.1994
Last Lift: 15.05.1987

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

26.07.1989 Repair ‘STEP’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
07.09.1989 Repair ‘DOOR SEAL’.
21.12.1989 Repair ‘STRIKING CASTING’.
26.01.1990 Repair ‘SIDE STEP’.
26.01.1990 Repair ‘STEP’.
12.03.1990 Repair ‘END BRAKE COCK’.
02.04.1990 Repair ‘SIDE STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
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10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE SPRING’.
10.08.1990 Repair ‘BRAKE BLOCK OTHER’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1991 Repair ‘BOGIE SIDEFRAME’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘TOP CENTRE PLATE’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘DISCHARGE DOOR’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘END BRAKE COCK’.
10.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘LADDER’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1994 Repair ‘BRAKE BLOCK RB95’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1994 Repair ‘BRAKE BLOCK RB95’.
11.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘DOOR HOPPER LOADING’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 88

Details: wagon ‘AHGX 88 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m

1265



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 17.07.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.02.1997
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 18.11.1993
Last Lift: 25.08.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

18.09.1989 Repair ‘BRAKE CONTROL PIPE’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.04.1990 Repair ‘HANDRAILS END’.
22.06.1990 Repair ‘HANDRAILS’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BEARERS’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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15.12.1990 Repair ‘DISCHARGE DOOR’.
01.12.1991 Repair ‘SIDE STEP’.
01.12.1991 Repair ‘SIDE STEP’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
29.07.1992 Repair ‘BOGIE BEARINGS’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘END HOSE’.
07.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Repair ‘HANDRAILS’.
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘VEHICLE STENCILS’.
17.12.1993 Repair ‘HANDRAILS END’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE RECLASSIFY’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 89

Details: wagon ‘AHGX 89 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-1
Date Built: 25.07.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 26.10.1996
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 23.04.1993
Last Single Car Test: 01.03.1994
Last Lift: 13.04.1987

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

23.10.1989 Repair ‘DISCHARGE DOOR’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BEARINGS’.
10.11.1989 Repair ‘BRAKE PULL ROD’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1989 Repair ‘WHEEL SET’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
05.10.1990 Repair ‘VEHICLE COMPLETE’.
05.10.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘TRAIN PIPE’.
10.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘END HOSE’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘TRAIN PIPE’.
16.04.1993 Repair ‘VEHICLE STENCILS’.
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16.04.1993 Repair ‘WHEEL SET’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1993 Repair ‘BRAKE PIN’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1994 Repair ‘DOOR OPENING MECHANISM’.
26.01.1994 Repair ‘STEP’.
30.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1994 Repair ‘BOGIE COMPLETE’.
30.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BRAKE BLOCK RB95’.
19.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 90

Details: wagon ‘AHGX 90 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 24.07.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.11.1996
Last Brake Cylinder: 29.02.1988
Last Single Car Test: 01.03.1994
Last Lift: 22.11.1985

14.09.1987 Alteration ‘RESTENCIL CAPACITY ON GRAIN HOPPER WAGONS 1)
AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.08.1989 Repair ‘HANDRAILS’.
28.08.1989 Repair ‘HANDRAILS’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
22.09.1989 Repair ‘HANDRAILS’.
22.09.1989 Repair ‘HANDRAILS END’.
25.11.1989 Repair ‘BOGIE SPRING’.
25.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1990 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.04.1990 Repair ‘HANDRAILS’.
29.07.1990 Repair ‘END BRAKE COCK’.
29.07.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
29.03.1991 Repair ‘HANDRAILS’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE STENCILS’.
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘HANDRAILS END’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘END BRAKE COCK’.
18.05.1993 Repair ‘HANDRAILS END’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘LADDER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘DOOR HOPPER LOADING’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 91

Details: wagon ‘AHGX 91 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.08.1996
Due Triple Valve: 01.09.1989
Last Brake Cylinder: 03.10.1989
Last Lift: 10.09.1985
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30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

10.07.1989 Repair ‘SIDE STEP’.
10.07.1989 Repair ‘STEP’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.10.1989 Repair ‘BRAKE LEVER’.
03.10.1989 Repair ‘BRANCH PIPE’.
03.10.1989 Repair ‘DOOR SEAL’.
03.10.1989 Repair ‘EMPTY LOAD VALVE’.
03.10.1989 Repair ‘GRADE CONTROL VALVE’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘VEHICLE LOAD CAPACITY’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘END BRAKE COCK’.
07.08.1990 Repair ‘STEP’.
07.08.1990 Repair ‘VEHICLE STENCILS’.
25.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
12.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1992 Repair ‘BRANCH PIPE’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘BRANCH PIPE’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRANCH PIPE’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘DOOR HOPPER LOADING’.
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AHGX 92

Details: wagon ‘AHGX 92 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 23.02.1997
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 15.12.1993
Last Single Car Test: 08.06.1994
Last Lift: 25.09.1987

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BEARINGS’.
04.10.1989 Repair ‘DOOR COVERING’.
04.10.1989 Repair ‘DOOR SEAL’.
04.10.1989 Repair ‘VEHICLE LOAD CAPACITY’.
21.10.1989 Repair ‘END HOSE’.
25.10.1989 Repair ‘END HOSE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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25.09.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
01.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1992 Repair ‘STEP’.
02.01.1992 Repair ‘VEHICLE STENCILS’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BRAKE BLOCK RB95’.
29.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1992 Repair ‘CARD OR CLIP HOLDER’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Repair ‘VEHICLE STENCILS’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘VEHICLE STENCILS’.
20.10.1992 Repair ‘WHEEL SET’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BRAKE BLOCK RB95’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1994 Repair ‘COUPLER KNUCKLE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘DOOR HOPPER LOADING’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 93

Details: wagon ‘AHGX 93 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 04.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 07.11.1996
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 22.03.1994
Last Lift: 17.12.1982

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

01.09.1989 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
07.04.1991 Repair ‘HANDRAILS END’.
21.05.1991 Repair ‘SIDE STEP’.
26.11.1991 Repair ‘HANDRAILS’.
04.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1993 Repair ‘HANDRAILS END’.
22.12.1993 Repair ‘HANDRAILS END’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1994 Repair ‘SIDE STEP’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘DOOR HOPPER LOADING’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 94

Details: wagon ‘AHGX 94 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 12.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG
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Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 02.02.1994
Last Lift: 05.06.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Repair ‘END HOSE’.
06.11.1989 Repair ‘DISCHARGE DOOR’.
06.11.1989 Repair ‘DOOR SEAL’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘LADDER’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘SIDE STEP’.
05.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.06.1990 Repair ‘HANDRAILS’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
13.11.1990 Repair ‘HANDRAILS’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE BLOCK RB95’.
01.02.1991 Repair ‘DOOR HINGES AND PINS’.
01.02.1991 Repair ‘HANDRAILS’.
01.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘STEP’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
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16.09.1991 Repair ‘VEHICLE STENCILS’.
01.04.1992 Repair ‘HANDRAILS’.
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘DOOR COMPLETE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘HANDRAILS’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BEARINGS’.
13.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1993 Repair ‘VEHICLE STENCILS’.
05.06.1993 Repair ‘BRAKE BLOCK RB95’.
05.06.1993 Repair ‘BRAKE LEVER’.
05.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BRAKE PIN’.
17.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘HANDRAILS’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Repair ‘HANDRAILS’.
17.01.1994 Repair ‘HANDRAILS’.
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 95

Details: wagon ‘AHGX 95 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 29.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.02.1997
Last Brake Cylinder: 31.07.1989
Last Single Car Test: 08.06.1994
Last Lift: 13.06.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘HANDRAILS’.
31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘STEP’.
31.07.1989 Repair ‘WHEEL SET’.
08.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
03.12.1989 Repair ‘HANDRAILS’.
08.02.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
22.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1990 Repair ‘HANDRAILS’.
26.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1990 Repair ‘HANDRAILS END’.
12.10.1990 Repair ‘HANDRAILS’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

16.11.1990 Repair ‘DISCHARGE DOOR’.
03.02.1991 Repair ‘HANDRAILS’.
03.02.1991 Repair ‘HANDRAILS END’.
15.03.1991 Repair ‘BOGIE SPRING’.
07.04.1991 Repair ‘HANDRAILS END’.
20.10.1991 Repair ‘HANDRAILS’.
20.10.1991 Repair ‘HANDRAILS END’.
04.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1992 Repair ‘LADDER’.
07.09.1992 Repair ‘HANDRAILS END’.
24.02.1993 Repair ‘HANDRAILS END’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘TRAIN PIPE’.
11.11.1993 Repair ‘HANDRAILS’.
01.12.1993 Repair ‘END BRAKE COCK’.
24.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
05.12.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 96

07.10.1992 Reclassified from wagon ‘AHGX 96 H’ to ’ wagon ‘ENHB 96 H’.

AHGX 97

Details: wagon ‘AHGX 97 Q’ in AN ‘Mainland Division’.

Owner: AN
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2.48. Wagon classification starting with ‘AHG’

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 29.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.10.1996
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 28.09.1989
Last Single Car Test: 16.02.1994
Last Lift: 06.04.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

10.07.1989 Repair ‘HANDRAILS’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
14.11.1989 Repair ‘HANDRAILS END’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘DOOR OPENING MECHANISM’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
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19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1990 Repair ‘HANDRAILS’.
29.07.1990 Repair ‘HANDRAILS END’.
25.08.1990 Repair ‘HANDRAILS’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
30.04.1991 Repair ‘HANDRAILS’.
08.10.1991 Repair ‘HANDRAILS’.
03.03.1992 Repair ‘HOSE FITTINGS’.
16.04.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Repair ‘VEHICLE STENCILS’.
02.04.1993 Repair ‘HANDRAILS’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Repair ‘HANDRAILS END’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 98

Details: wagon ‘AHGX 98 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 29.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 03.01.1997
Last Single Car Test: 16.02.1994
Last Lift: 26.09.1984

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX, AHHE,
AHHH, AHDL. (GRAINP)’.

06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.
AHGX. (RS4493)’.

16.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘DISCHARGE DOOR’.
13.12.1990 Repair ‘DOOR HOPPER LOADING’.
13.12.1990 Repair ‘HANDRAILS END’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘DOOR HOPPER LOADING’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘STEP’.
08.07.1991 Repair ‘HANDRAILS’.
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘HANDRAILS END’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
01.04.1992 Repair ‘HANDRAILS’.
05.05.1992 Repair ‘HANDRAILS END’.
23.07.1992 Repair ‘HANDRAILS’.
27.08.1992 Repair ‘HANDRAILS’.
09.01.1993 Repair ‘HANDRAILS END’.
24.05.1993 Repair ‘HANDRAILS END’.
08.06.1993 Repair ‘HANDRAILS’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘BRAKE LEVER’.
01.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Repair ‘HANDRAILS’.
06.11.1993 Repair ‘HANDRAILS’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1993 Repair ‘HANDRAILS END’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘DOOR HOPPER LOADING’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 99

Details: wagon ‘AHGX 99 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 11.09.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 02.02.1997
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 16.10.1992
Last Single Car Test: 01.03.1994
Last Lift: 22.04.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘BRAKE PULL ROD’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
25.11.1989 Repair ‘BOGIE SPRING’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘EMPTY LOAD VALVE’.
09.03.1990 Repair ‘EMPTY LOAD VALVE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1990 Repair ‘HANDRAILS’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1991 Repair ‘HANDRAILS END’.
20.10.1991 Repair ‘HANDRAILS’.
17.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘VEHICLE STENCILS’.
16.01.1993 Repair ‘HANDRAILS’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1993 Repair ‘HANDRAILS’.
23.04.1993 Repair ‘HANDRAILS END’.
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28.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1993 Repair ‘BRAKE LEVER’.
28.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1993 Repair ‘HANDRAILS END’.
18.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘DOOR HOPPER LOADING’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 100

Details: wagon ‘AHGX 100 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 11.09.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
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2.48. Wagon classification starting with ‘AHG’

BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.02.1997
Due Triple Valve: 01.12.1990
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 20.06.1991
Last Lift: 12.12.1985

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

14.08.1989 Repair ‘DOOR SEAL’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
30.12.1990 Repair ‘STEP’.
03.01.1991 Repair ‘DISCHARGE DOOR’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘HANDRAILS’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘DOOR HOPPER LOADING’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 101

Details: wagon ‘AHGX 101 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.09.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 06.12.1996
Last Brake Cylinder: 24.02.1988
Last Single Car Test: 01.03.1994
Last Lift: 21.10.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

31.08.1989 Repair ‘DOOR SEAL’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘DOOR COVERING’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
11.02.1991 Repair ‘STEP’.
14.02.1991 Repair ‘HANDRAILS’.
04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
25.09.1991 Repair ‘HANDRAILS END’.
30.10.1991 Repair ‘HANDRAILS’.
11.12.1991 Repair ‘HANDRAILS’.
29.12.1992 Repair ‘DOOR HOPPER LOADING’.
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10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1993 Repair ‘HANDRAILS’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘TRAIN PIPE (END)’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘DOOR HOPPER LOADING’.
06.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 102

07.10.1992 Reclassified from wagon ‘AHGX 102 V’ to ’ wagon ‘ENHB 102 V’.

AHGX 103

Details: wagon ‘AHGX 103 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-1
Date Built: 26.09.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 06.11.1996
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 28.02.1994
Last Lift: 23.01.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

26.09.1989 Repair ‘HANDRAILS’.
01.10.1989 Repair ‘DISCHARGE DOOR’.
01.10.1989 Repair ‘DOOR SEAL’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
16.05.1990 Repair ‘HANDRAILS’.
14.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
19.03.1991 Repair ‘LADDER’.
20.10.1991 Repair ‘TRAIN PIPE (END)’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
14.08.1992 Repair ‘HANDRAILS’.
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1993 Repair ‘TRAIN PIPE’.
22.01.1993 Repair ‘VEHICLE STENCILS’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

1290



2.48. Wagon classification starting with ‘AHG’

22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘EMPTY LOAD VALVE’.
22.11.1993 Repair ‘GRADE CONTROL VALVE’.
22.11.1993 Repair ‘WHEEL SET’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE BLOCK RB95’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 104

07.10.1992 Reclassified from wagon ‘AHGX 104 Q’ to ’ wagon ‘ENHB 104 Q’.

AHGX 105

Details: wagon ‘AHGX 105 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 23.10.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 04.11.1996
Due Triple Valve: 01.05.1997
Last Triple Valve: 03.08.1992
Last Brake Cylinder: 04.03.1992
Last Single Car Test: 27.04.1994
Last Lift: 08.06.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

15.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
14.09.1989 Repair ‘DOOR SEAL’.
24.02.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘VEHICLE LOAD CAPACITY’.
24.04.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.02.1991 Repair ‘STEP’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘EMPTY LOAD VALVE’.
06.05.1991 Repair ‘END HOSE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘TRAIN PIPE (END)’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.05.1991 Repair ‘VEHICLE STENCILS’.
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21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BEARINGS’.
21.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.06.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.08.1992 Repair ‘TRAIN PIPE (END)’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘WHEEL SET’.
28.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘WHEEL SET’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Repair ‘BRAKE CYLINDER HOSE’.
04.12.1993 Repair ‘TRAIN PIPE (END)’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 106

Details: wagon ‘AHGX 106 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 20.10.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 03.10.1996
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 15.12.1993
Last Lift: 20.10.1980

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘HANDRAILS’.
04.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
29.03.1990 Repair ‘HANDRAILS END’.
03.04.1990 Repair ‘STEP’.
03.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
22.08.1990 Repair ‘STEP’.
22.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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20.11.1990 Repair ‘DISCHARGE DOOR’.
20.11.1990 Repair ‘END HOSE’.
25.05.1991 Repair ‘SIDE STEP’.
01.08.1991 Repair ‘HANDRAILS’.
29.08.1991 Repair ‘HANDRAILS END’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
30.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘HANDRAILS’.
30.06.1992 Repair ‘HANDRAILS’.
19.08.1992 Repair ‘HANDRAILS’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1992 Repair ‘VEHICLE STENCILS’.
25.01.1993 Repair ‘END BRAKE COCK’.
27.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1993 Repair ‘TRAIN PIPE (END)’.
21.04.1993 Repair ‘HANDRAILS’.
04.05.1993 Repair ‘DOOR HOPPER LOADING’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘DOOR COVERING’.
28.05.1993 Repair ‘EMPTY LOAD VALVE’.
28.05.1993 Repair ‘GRADE CONTROL VALVE’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BRAKE PIN’.
17.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1993 Repair ‘HANDRAILS’.
03.09.1993 Repair ‘HANDRAILS’.
03.09.1993 Repair ‘LADDER’.
08.09.1993 Repair ‘HANDRAILS’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘HANDRAILS’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
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11.12.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘DOOR HOPPER LOADING’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 107

Details: wagon ‘AHGX 107 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 23.10.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 26.01.1997
Last Brake Cylinder: 25.01.1990
Last Single Car Test: 25.01.1990
Last Lift: 22.11.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘DISCHARGE DOOR’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.11.1989 Repair ‘HANDRAILS’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1990 Repair ‘VEHICLE STENCILS’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.04.1990 Repair ‘LADDER’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE SPRING’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
26.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DISCHARGE DOOR’.
19.03.1991 Repair ‘HANDRAILS’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Repair ‘HANDRAILS’.
29.07.1991 Repair ‘HANDRAILS END’.
06.08.1991 Repair ‘HANDRAILS’.
10.11.1991 Repair ‘HANDRAILS’.
05.03.1992 Repair ‘SIDE STEP’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1993 Repair ‘HANDRAILS’.
25.02.1993 Repair ‘HANDRAILS’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BRAKE CONTROL PIPE’.
10.01.1994 Repair ‘STEP’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
06.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 108

Details: wagon ‘AHGX 108 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 23.10.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.01.1997
Due Triple Valve: 01.10.1990
Last Brake Cylinder: 24.11.1993
Last Single Car Test: 01.03.1994
Last Lift: 12.01.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

02.07.1989 Repair ‘HANDRAILS END’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
18.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘CARD OR CLIP HOLDER’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘DOOR OPENING MECHANISM’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
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06.06.1990 Repair ‘HANDRAILS END’.
20.08.1990 Repair ‘END HOSE’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘DOOR OPENING MECHANISM’.
23.08.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.11.1990 Repair ‘DISCHARGE DOOR’.
11.03.1991 Repair ‘HANDRAILS’.
01.04.1992 Repair ‘HANDRAILS’.
05.05.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BEARINGS’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘HANDRAILS’.
13.03.1993 Repair ‘HANDRAILS’.
07.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.06.1993 Repair ‘HANDRAILS END’.
12.08.1993 Repair ‘HANDRAILS END’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BRAKE CONTROL PIPE’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘VEHICLE STENCILS’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
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12.12.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘DOOR HOPPER LOADING’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 109

Details: wagon ‘AHGX 109 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 25.10.1996
Due Triple Valve: 01.10.1991
Last Brake Cylinder: 02.03.1992
Last Single Car Test: 28.02.1994
Last Lift: 29.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘HANDRAILS’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
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18.09.1989 Repair ‘DISCHARGE DOOR’.
18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Repair ‘DOOR SEAL’.
23.11.1989 Repair ‘HANDRAILS END’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
09.04.1990 Repair ‘SIDE STEP’.
24.04.1990 Repair ‘END BRAKE COCK’.
24.04.1990 Repair ‘SIDE STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.01.1991 Repair ‘HANDRAILS’.
24.01.1991 Repair ‘HOSE FITTINGS’.
05.03.1991 Repair ‘HANDRAILS’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BRAKE LEVER’.
07.03.1991 Repair ‘CARD OR CLIP HOLDER’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘DISCHARGE DOOR’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘END BRAKE COCK’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
07.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘STEP’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1991 Repair ‘HANDRAILS’.
01.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
30.10.1991 Repair ‘BRAKE BLOCK RB95’.
30.10.1991 Repair ‘HANDRAILS END’.
29.11.1991 Repair ‘HANDRAILS’.
03.12.1991 Repair ‘STEP’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘GRADE CONTROL VALVE’.
02.03.1992 Repair ‘HANDRAILS’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1992 Repair ‘HANDRAILS’.
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29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘DISCHARGE DOOR’.
29.09.1992 Repair ‘DOOR HINGES AND PINS’.
29.09.1992 Repair ‘DOOR OPENING MECHANISM’.
29.09.1992 Repair ‘END SHEETING’.
29.09.1992 Repair ‘LADDER’.
29.09.1992 Repair ‘SIDE STEP’.
29.09.1992 Repair ‘STEP’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘HANDRAILS’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Repair ‘HANDRAILS’.
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.12.1993 Repair ‘HANDRAILS’.
14.01.1994 Repair ‘HANDRAILS’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRAKE SPRING’.
15.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘TRAIN PIPE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 110

Details: wagon ‘AHGX 110 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 13.01.1997
Due Triple Valve: 01.08.1991
Last Brake Cylinder: 28.09.1992
Last Single Car Test: 27.09.1990
Last Lift: 07.08.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
06.11.1989 Repair ‘HANDRAILS’.
19.11.1989 Repair ‘HANDRAILS’.
23.01.1990 Repair ‘HANDRAILS’.
29.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
01.05.1990 Repair ‘SIDE STEP’.
08.05.1990 Repair ‘HANDRAILS’.
08.05.1990 Repair ‘STEP’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
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26.01.1991 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘GRAFFITI REMOVAL’.
21.05.1992 Repair ‘END BRAKE COCK’.
21.05.1992 Repair ‘HANDRAILS’.
07.09.1992 Repair ‘HANDRAILS END’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRANCH PIPE’.
28.09.1992 Repair ‘CENTRE SILL’.
28.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.12.1992 Repair ‘STEP’.
19.05.1993 Repair ‘BRAKE BLOCK RB95’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Repair ‘HANDRAILS’.
17.12.1993 Repair ‘STEP’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 111

07.10.1992 Reclassified from wagon ‘AHGX 111 U’ to ’ wagon ‘ENHB 111 U’.

AHGX 112

Details: wagon ‘AHGX 112 G’ in AN ‘Mainland Division’.

Owner: AN

1304



2.48. Wagon classification starting with ‘AHG’

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.07.1991
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 14.06.1994
Last Lift: 23.01.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1990 Repair ‘BRAKE CONTROL PIPE’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘DOOR OPENING MECHANISM’.
01.05.1990 Repair ‘STEP’.
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01.05.1990 Repair ‘TRAIN PIPE (END)’.
01.05.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Repair ‘STEP’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘TRAIN PIPE (END)’.
21.09.1990 Repair ‘TRAIN PIPE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.11.1990 Repair ‘HANDRAILS’.
21.11.1990 Repair ‘DISCHARGE DOOR’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘LADDER’.
10.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Repair ‘STEP’.
28.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1991 Repair ‘DISCHARGE DOOR’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘VEHICLE STENCILS’.
10.01.1994 Repair ‘HANDRAILS’.
11.01.1994 Repair ‘HANDRAILS’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘WHEEL SET’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘DOOR HOPPER LOADING’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 113

Details: wagon ‘AHGX 113 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.01.1997
Due Triple Valve: 01.10.1991
Last Single Car Test: 01.03.1994
Last Lift: 14.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘HANDRAILS’.
02.11.1989 Repair ‘STEP’.
06.11.1989 Repair ‘DOOR SEAL’.
07.11.1989 Repair ‘HANDRAILS’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘HANDRAILS’.
18.12.1989 Repair ‘TRAIN PIPE’.
18.12.1989 Repair ‘TRAIN PIPE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘HANDRAILS END’.
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06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.
AHGX. (RS4493)’.

09.04.1990 Repair ‘COUPLER KNUCKLE’.
26.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
17.03.1991 Repair ‘HANDRAILS’.
21.05.1991 Repair ‘HANDRAILS’.
19.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Repair ‘HANDRAILS END’.
10.03.1993 Repair ‘END BRAKE COCK’.
10.03.1993 Repair ‘TRAIN PIPE (END)’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Repair ‘TRAIN PIPE’.
08.04.1993 Repair ‘HANDRAILS’.
30.10.1993 Repair ‘HANDRAILS’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘HANDRAILS’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE RECLASSIFY’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 114

Details: wagon ‘AHGX 114 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: SODA ASH
Remarks: EX AHGX
BSG Code: FXHS

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 20.01.1997
Last Triple Valve: 09.04.1990
Last Brake Cylinder: 17.06.1989
Last Single Car Test: 01.12.1993
Last Lift: 28.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

25.06.1989 Alteration complete ‘GRIT BLAST INTERIOR AND PAINT WITH
‘BRAMITE’. RECLASSIFY TO ‘AHPX’ FOR SODA ASH TRAFFIC. RETAIN SAME
NUMBERS. AHGX 114, 117, 124, 129, 132. (RS4397)’. New class: ‘AHPX’.

08.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Repair ‘VEHICLE RECLASSIFY’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 114 F’
21.09.1989 Repair ‘END COMPLETE’.
21.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 114 F’
28.09.1989 Repair ‘CEMENT WAG. HATCH COVER’.
28.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHPX 114 F’
04.12.1989 Repair ‘HANDRAILS’.
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04.12.1989 Repair ‘HANDRAILS’.
04.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 114 F’
18.12.1989 Repair ‘HANDRAILS’.
18.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 114 F’
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.04.1990 Repair ‘LADDER’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Repair ‘DISCHARGE DOOR’.
06.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHPX 114 F’
09.08.1991 Repair ‘HANDRAILS’.
09.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
23.04.1992 Repair ‘HANDRAILS’.
23.04.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 114 F’
13.08.1992 Repair ‘HANDRAILS’.
13.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 114 F’
17.12.1992 Repair ‘HANDRAILS’.
17.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
03.03.1993 Repair ‘HANDRAILS’.
03.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
27.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1993 Repair ‘BRAKE BLOCK RB95’.
27.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 114 F’
08.12.1993 Repair ‘HANDRAILS’.
08.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 114 F’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 114 F’
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14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
09.06.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
30.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHPX 114 F’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
22.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 114 F’
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
10.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
15.07.1996 Alteration complete ‘RECLASS 5 ‘AHPX‘GRAIN WAGONS TO ‘AHGX’

WAGON NOS. AHPX 114,117,124,129,132 (RS4940)’. New class: ‘AHGX’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE RECLASSIFY’.
10.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 114 F’
03.09.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 115

07.10.1992 Reclassified from wagon ‘AHGX 115 K’ to ’ wagon ‘ENHB 115 K’.

AHGX 116

Details: wagon ‘AHGX 116 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1997
Last Single Car Test: 08.06.1994
Last Lift: 23.09.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.09.1989 Repair ‘HANDRAILS’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘SIDE STEP’.
06.11.1989 Repair ‘DOOR SEAL’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.02.1990 Repair ‘BRAKE LEVER’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1990 Repair ‘STEP’.
05.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
05.06.1990 Repair ‘HANDRAILS END’.
25.08.1990 Repair ‘HANDRAILS’.
25.08.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.12.1990 Repair ‘DISCHARGE DOOR’.
06.02.1991 Repair ‘HANDRAILS END’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘HANDRAILS’.
01.04.1992 Repair ‘GRAFFITI REMOVAL’.
15.08.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘HANDRAILS’.
04.06.1993 Repair ‘HANDRAILS’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.06.1993 Repair ‘BRAKE PIN’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘HANDRAILS’.
09.01.1994 Repair ‘BRAKE BLOCK RB95’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE RECLASSIFY’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 117

Details: wagon ‘AHGX 117 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: SODA ASH
Remarks: EX AHGX
BSG Code: FXHS

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.11.1996
Due Triple Valve: 01.11.1997
Last Triple Valve: 08.05.1990
Last Brake Cylinder: 19.02.1990
Last Single Car Test: 15.12.1993
Last Lift: 13.11.1987

14.09.1987 Alteration ‘RESTENCIL CAPACITY ON GRAIN HOPPER WAGONS 1)
AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

25.06.1989 Alteration complete ‘GRIT BLAST INTERIOR AND PAINT WITH
‘BRAMITE’. RECLASSIFY TO ‘AHPX’ FOR SODA ASH TRAFFIC. RETAIN SAME
NUMBERS. AHGX 114, 117, 124, 129, 132. (RS4397)’. New class: ‘AHPX’.

07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE RECLASSIFY’.
07.08.1989 Repair ‘VEHICLE STENCILS’.
07.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 117 J’
18.09.1989 Repair ‘END COMPLETE’.
18.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 117 J’
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 117 J’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘DOOR COMPLETE’.
19.02.1990 Repair ‘DOOR HOPPER LOADING’.
19.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 117 J’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 117 J’
30.08.1991 Repair ‘ROOF SHEET’.
30.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHPX 117 J’
14.10.1991 Repair ‘HANDRAILS END’.
14.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 117 J’
06.11.1992 Repair ‘HANDRAILS’.
06.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 117 J’
03.05.1993 Repair ‘HANDRAILS’.
03.05.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 117 J’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
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11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 117 J’
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘CARD OR CLIP HOLDER’.
23.12.1993 Repair ‘COUPLER KNUCKLE’.
23.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.12.1993 Repair ‘EMPTY LOAD VALVE’.
23.12.1993 Repair ‘GRADE CONTROL VALVE’.
23.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 117 J’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 117 J’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 117 J’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 117 J’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 117 J’
07.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 117 J’
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 117 J’
01.03.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 117 J’
15.07.1996 Alteration complete ‘RECLASS 5 ‘AHPX‘GRAIN WAGONS TO ‘AHGX’

WAGON NOS. AHPX 114,117,124,129,132 (RS4940)’. New class: ‘AHGX’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE RECLASSIFY’.
13.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 117 J’
14.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 118

Details: wagon ‘AHGX 118 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
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Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.08.1996
Due Triple Valve: 01.10.1991
Last Brake Cylinder: 07.10.1988
Last Lift: 06.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.08.1989 Repair ‘STEP’.
06.11.1989 Repair ‘DOOR SEAL’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1989 Repair ‘BRAKE LEVER’.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘HANDRAILS’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRANCH PIPE’.
13.03.1990 Repair ‘HANDRAILS’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘EMPTY LOAD VALVE’.
22.03.1990 Repair ‘EMPTY LOAD VALVE’.
22.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
01.05.1990 Repair ‘HANDRAILS’.
01.05.1990 Repair ‘STEP’.
28.05.1990 Repair ‘HANDRAILS’.
28.05.1990 Repair ‘HANDRAILS END’.
26.08.1990 Repair ‘HANDRAILS END’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
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31.08.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘HANDRAILS END’.
09.11.1990 Repair ‘DISCHARGE DOOR’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
30.10.1993 Repair ‘BOGIE SPRING’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘DOOR HOPPER LOADING’.

AHGX 119

Details: wagon ‘AHGX 119 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Last Triple Valve: 01.03.1994
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 01.03.1994
Last Lift: 30.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.07.1989 Repair ‘HANDRAILS’.
03.07.1989 Repair ‘STEP’.
03.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
02.12.1989 Repair ‘HANDRAILS’.
09.01.1990 Repair ‘HANDRAILS’.
16.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1990 Repair ‘END BRAKE COCK’.
16.03.1990 Repair ‘HANDRAILS END’.
16.03.1990 Repair ‘STEP’.
16.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
06.10.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.11.1990 Repair ‘DISCHARGE DOOR’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘LADDER’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.06.1991 Repair ‘BRAKE LEVER’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1992 Repair ‘HANDRAILS END’.
21.05.1992 Repair ‘HANDRAILS’.
26.09.1992 Repair ‘STEP’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BRAKE LEVER’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1994 Repair ‘BRANCH PIPE’.
23.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
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23.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE RECLASSIFY’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 120

Details: wagon ‘AHGX 120 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGY, EX SHBX
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 07.11.1996
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 02.02.1994
Last Lift: 10.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.07.1989 Repair ‘HANDRAILS END’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘HANDRAILS’.
01.08.1989 Repair ‘HANDRAILS’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
14.08.1989 Repair ‘DOOR SEAL’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘WHEEL SET’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1990 Repair ‘EMPTY LOAD VALVE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Repair ‘DISCHARGE DOOR’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
11.04.1991 Repair ‘HANDRAILS END’.
10.06.1991 Repair ‘HANDRAILS END’.
05.10.1991 Repair ‘HANDRAILS’.
08.10.1991 Repair ‘HANDRAILS END’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRANCH PIPE’.
06.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1991 Repair ‘VEHICLE STENCILS’.
04.05.1993 Repair ‘HANDRAILS’.
21.07.1993 Repair ‘STEP’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1993 Repair ‘TRAIN PIPE (END)’.
13.12.1993 Repair ‘END HOSE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘END BRAKE COCK’.
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28.01.1994 Repair ‘TRAIN PIPE (END)’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘DOOR HOPPER LOADING’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 121

07.10.1992 Reclassified from wagon ‘AHGX 121 F’ to ’ wagon ‘ENHB 121 F’.

AHGX 122

Details: wagon ‘AHGX 122 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 14.06.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Due Triple Valve: 01.06.1993
Last Triple Valve: 22.03.1988
Last Lift: 14.06.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
09.03.1990 Repair ‘SIDE STEP’.
13.03.1990 Repair ‘SIDE STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
08.05.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘SIDE STEP’.
25.07.1993 Repair ‘LADDER’.
31.07.1993 Repair ‘STEP’.
31.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1994 Repair ‘COUPLER KNUCKLE’.
05.05.1994 Repair ‘END BRAKE COCK’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘DOOR HOPPER LOADING’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 123

Details: wagon ‘AHGX 123 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 20.06.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG
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Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.11.1996
Due Triple Valve: 01.06.1993
Last Triple Valve: 17.10.1989
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 08.06.1994
Last Lift: 09.09.1987

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE LEVER’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
17.10.1989 Repair ‘END HOSE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1989 Repair ‘STEP’.
17.10.1989 Repair ‘STEP’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BRAKE LEVER’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘STEP’.
15.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1990 Repair ‘DISCHARGE DOOR’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Repair ‘DISCHARGE DOOR’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘END BRAKE COCK’.
10.04.1991 Repair ‘VEHICLE STENCILS’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.03.1993 Repair ‘DOOR HINGES AND PINS’.
18.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Repair ‘STEP’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1994 Repair ‘END BRAKE COCK’.
02.06.1994 Repair ‘END HOSE’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
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23.10.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE RECLASSIFY’.

AHGX 124

Details: wagon ‘AHGX 124 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 20.06.1983
Operating System: AN
Intended Use: SODA ASH
Remarks: EX AHGX
BSG Code: FXHS

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.02.1997
Last Brake Cylinder: 15.01.1992
Last Single Car Test: 13.12.1993
Last Lift: 20.06.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration ‘EXAMINE AND SERVICE HOPPER DISCHARGE DOORS AND
HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER WAGONS
(OS001)’.

25.06.1989 Alteration complete ‘GRIT BLAST INTERIOR AND PAINT WITH
‘BRAMITE’. RECLASSIFY TO ‘AHPX’ FOR SODA ASH TRAFFIC. RETAIN SAME
NUMBERS. AHGX 114, 117, 124, 129, 132. (RS4397)’. New class: ‘AHPX’.

07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 124 N’
18.09.1989 Repair ‘END COMPLETE’.
18.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 124 N’
29.09.1989 Repair ‘CEMENT WAG. HATCH COVER’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHPX 124 N’
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17.11.1989 Repair ‘STEP’.
17.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
03.01.1990 Repair ‘SIDE STEP’.
03.01.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHPX 124 N’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘VEHICLE STENCILS’.
09.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHPX 124 N’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘EMPTY LOAD VALVE’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 124 N’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘STEP’.
14.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 124 N’
19.02.1994 Repair ‘HANDRAILS’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 124 N’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AHPX 124 N’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 124 N’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 124 N’
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 124 N’
24.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 124 N’
15.07.1996 Alteration complete ‘RECLASS 5 ‘AHPX‘GRAIN WAGONS TO ‘AHGX’

WAGON NOS. AHPX 114,117,124,129,132 (RS4940)’. New class: ‘AHGX’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 124 N’
02.10.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 124 N’
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17.10.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 124 N’
14.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE RECLASSIFY’.
14.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 124 N’
28.12.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 125

Details: wagon ‘AHGX 125 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 28.06.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.12.1996
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 28.06.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘STEP’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
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08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
08.11.1989 Repair ‘DOOR HOPPER LOADING’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
25.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
31.03.1990 Repair ‘ISOLATING COCK’.
31.03.1990 Repair ‘SIDE STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
01.05.1990 Repair ‘LADDER’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Repair ‘SIDE STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
26.11.1990 Repair ‘DISCHARGE DOOR’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Repair ‘HANDRAILS END’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
24.09.1992 Repair ‘WHEEL SET’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
07.06.1993 Repair ‘HANDRAILS END’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BRAKE PIN’.
17.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.12.1993 Repair ‘STEP’.
30.12.1993 Repair ‘HANDRAILS’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘DOOR HOPPER LOADING’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 126

Details: wagon ‘AHGX 126 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 06.07.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Fleet Grp Code: AF SH SV
Return to Service Date: 05.11.1996
Due Triple Valve: 07.05.1988
Last Brake Cylinder: 11.09.1992
Last Single Car Test: 05.01.1994
Last Lift: 06.07.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘LADDER’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘SIDE STEP’.
06.09.1989 Repair ‘HANDRAILS’.
30.10.1989 Repair ‘DOOR SEAL’.
09.11.1989 Repair ‘HANDRAILS END’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1990 Repair ‘BRAKE LEVER’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘EMPTY LOAD VALVE’.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘HANDRAILS END’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.11.1990 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘HANDRAILS’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘DOOR OPENING MECHANISM’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘END BRAKE COCK’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
07.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1992 Repair ‘BRAKE LEVER’.
11.09.1992 Repair ‘BRAKE PIN’.
11.09.1992 Repair ‘BRAKE PULL ROD’.
11.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.09.1992 Repair ‘COUPLER KNUCKLE’.
11.09.1992 Repair ‘DISCHARGE DOOR’.
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11.09.1992 Repair ‘DOOR HINGES AND PINS’.
11.09.1992 Repair ‘EMPTY LOAD VALVE’.
11.09.1992 Repair ‘GRADE CONTROL VALVE’.
11.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1992 Repair ‘HANDRAILS’.
11.09.1992 Repair ‘LADDER’.
11.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1992 Repair ‘STEP’.
11.09.1992 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘DOOR HOPPER LOADING’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 127

Details: wagon ‘AHGX 127 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 08.07.1983
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Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.02.1997
Last Triple Valve: 24.08.1990
Last Brake Cylinder: 04.11.1993
Last Single Car Test: 01.03.1994
Last Lift: 08.07.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘DISCHARGE DOOR’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘LADDER’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Repair ‘STEP’.
03.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
11.08.1989 Repair ‘HANDRAILS END’.
11.08.1989 Repair ‘SIDE STEP’.
23.10.1989 Repair ‘SIDE STEP’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘WHEEL SET’.
17.12.1989 Repair ‘END HOSE’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
19.04.1990 Repair ‘HANDRAILS’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
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25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BRANCH PIPE’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘VEHICLE STENCILS’.
25.08.1990 Repair ‘LADDER’.
15.10.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
20.08.1991 Repair ‘HANDRAILS END’.
01.12.1991 Repair ‘HANDRAILS’.
29.07.1992 Repair ‘HANDRAILS’.
02.10.1992 Repair ‘LADDER’.
30.07.1993 Repair ‘BRANCH PIPE’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘TRAIN PIPE’.
12.08.1993 Repair ‘VEHICLE COMPLETE’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘HANDRAILS’.
04.11.1993 Repair ‘HANDRAILS END’.
04.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHGX 128

Details: wagon ‘AHGX 128 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 15.07.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 24.12.1996
Due Triple Valve: 01.07.1993
Last Brake Cylinder: 30.06.1989
Last Single Car Test: 04.03.1994
Last Lift: 15.07.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.08.1989 Repair ‘DOOR SEAL’.
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
11.08.1989 Repair ‘HANDRAILS’.
14.11.1989 Repair ‘HANDRAILS’.
25.01.1990 Repair ‘HANDRAILS’.
05.02.1990 Repair ‘HANDRAILS’.
05.03.1990 Repair ‘LADDER’.
13.03.1990 Repair ‘SIDE STEP’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
27.04.1990 Repair ‘HANDRAILS’.
08.06.1990 Repair ‘HANDRAILS’.
30.08.1990 Repair ‘HANDRAILS’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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26.11.1990 Repair ‘DISCHARGE DOOR’.
13.02.1991 Repair ‘STEP’.
05.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1991 Repair ‘HANDRAILS’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
13.07.1991 Repair ‘STEP’.
28.11.1991 Repair ‘HANDRAILS’.
01.12.1991 Repair ‘SIDE STEP’.
07.04.1993 Repair ‘HANDRAILS’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘BRAKE PIN’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘END BRAKE COCK’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘END BRAKE COCK’.
12.08.1993 Repair ‘END HOSE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘STEP’.
10.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1994 Repair ‘BRAKE PIN’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE COMPLETE’.
29.03.1994 Repair ‘BOGIE SPRING’.
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29.03.1994 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1994 Repair ‘TRAIN PIPE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BRAKE BLOCK RB95’.
14.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE RECLASSIFY’.
24.12.1996 Repair ‘VEHICLE COMPLETE’.

AHGX 129

Details: wagon ‘AHGX 129 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 03.08.1983
Operating System: AN
Intended Use: SODA ASH
Remarks: EX AHGX
BSG Code: FXHS

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 10.01.1997
Due Triple Valve: 01.08.1992
Last Brake Cylinder: 05.07.1988
Last Single Car Test: 29.03.1994
Last Lift: 16.09.1987

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

25.06.1989 Alteration complete ‘GRIT BLAST INTERIOR AND PAINT WITH
‘BRAMITE’. RECLASSIFY TO ‘AHPX’ FOR SODA ASH TRAFFIC. RETAIN SAME
NUMBERS. AHGX 114, 117, 124, 129, 132. (RS4397)’. New class: ‘AHPX’.

07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE RECLASSIFY’.
07.08.1989 Repair ‘VEHICLE STENCILS’.
07.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 129 M’
21.09.1989 Repair ‘END COMPLETE’.
21.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 129 M’
29.09.1989 Repair ‘CEMENT WAG. HATCH COVER’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHPX 129 M’
20.08.1990 Repair ‘DOOR HOPPER LOADING’.
20.08.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHPX 129 M’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 129 M’
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 129 M’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 129 M’
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 129 M’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 129 M’
15.12.1995 Repair ‘VEHICLE COMPLETE’.

1337



2. TIMS GROUP INFORMATION - WAGONS

15.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHPX 129 M’
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 129 M’
29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 129 M’
15.07.1996 Alteration complete ‘RECLASS 5 ‘AHPX‘GRAIN WAGONS TO ‘AHGX’

WAGON NOS. AHPX 114,117,124,129,132 (RS4940)’. New class: ‘AHGX’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘AHPX 129 M’
24.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 129 M’
27.10.1996 Repair ‘VEHICLE COMPLETE’.
27.10.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 129 M’
11.11.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE RECLASSIFY’.
11.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 129 M’
14.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 130

Details: wagon ‘AHGX 130 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 03.08.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.01.1997
Due Triple Valve: 01.08.1993
Last Brake Cylinder: 13.12.1990
Last Single Car Test: 08.04.1994
Last Lift: 03.08.1983
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

06.11.1989 Repair ‘DOOR SEAL’.
30.11.1989 Repair ‘SIDE STEP’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
12.03.1990 Repair ‘LADDER’.
16.03.1990 Repair ‘HANDRAILS END’.
05.04.1990 Repair ‘HANDRAILS’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
01.05.1990 Repair ‘HANDRAILS’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRANCH PIPE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
07.12.1990 Repair ‘END BRAKE COCK’.
10.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘END BRAKE COCK’.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.
04.03.1991 Repair ‘HANDRAILS’.
13.08.1991 Repair ‘HANDRAILS’.
13.08.1991 Repair ‘STEP’.
11.12.1992 Repair ‘BOGIE COMPLETE’.
27.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1994 Repair ‘BRAKE BLOCK RB95’.
09.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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20.05.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘DOOR HOPPER LOADING’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 131

Details: wagon ‘AHGX 131 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 10.08.1983
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.02.1997
Due Triple Valve: 01.08.1993
Last Triple Valve: 13.08.1993
Last Single Car Test: 08.06.1994
Last Lift: 23.11.1987

30.01.1986 Alteration complete ‘MODIFICATION TO HAND HOLDS ON ‘AHGX’
HOPPER. AHGX 53-132 (RS4083)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1990 Alteration complete ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES.

AHGX. (RS4493)’.
01.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1990 Repair ‘STEP’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
15.12.1990 Repair ‘DISCHARGE DOOR’.
29.12.1992 Repair ‘BRANCH PIPE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BRAKE CONTROL PIPE’.
06.01.1993 Repair ‘BRANCH PIPE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘END HOSE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
09.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1993 Repair ‘BRANCH PIPE’.
09.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1993 Repair ‘COUPLER KNUCKLE’.
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
18.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.05.1993 Repair ‘STEP’.
14.07.1993 Repair ‘SIDE STEP’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘END HOSE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Repair ‘TRAIN PIPE (END)’.
13.08.1993 Repair ‘TRAIN PIPE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE SPRING’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
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31.10.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHGX 132

Details: wagon ‘AHGX 132 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 10.08.1983
Operating System: AN
Intended Use: SODA ASH
Remarks: EX AHGX
BSG Code: FXHS

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Last Single Car Test: 08.06.1994
Last Lift: 10.08.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

25.06.1989 Alteration complete ‘GRIT BLAST INTERIOR AND PAINT WITH
‘BRAMITE’. RECLASSIFY TO ‘AHPX’ FOR SODA ASH TRAFFIC. RETAIN SAME
NUMBERS. AHGX 114, 117, 124, 129, 132. (RS4397)’. New class: ‘AHPX’.
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17.07.1989 Repair ‘HANDRAILS’.
17.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
08.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Repair ‘VEHICLE RECLASSIFY’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 132 D’
21.09.1989 Repair ‘END COMPLETE’.
21.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHPX 132 D’
28.09.1989 Repair ‘CEMENT WAG. HATCH COVER’.
28.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHPX 132 D’
17.10.1989 Repair ‘END BRAKE COCK’.
17.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
03.01.1990 Repair ‘HANDRAILS’.
03.01.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHPX 132 D’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 132 D’
18.06.1991 Repair ‘HANDRAILS END’.
18.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
25.07.1991 Repair ‘HANDRAILS END’.
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
30.10.1991 Repair ‘TRAIN PIPE (END)’.
30.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
07.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
03.04.1992 Repair ‘HANDRAILS’.
03.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
25.02.1993 Repair ‘HANDRAILS’.
25.02.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Repair ‘END BRAKE COCK’.
20.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 132 D’
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
08.01.1994 Repair ‘HANDRAILS’.
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08.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AHPX 132 D’

26.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 132 D’
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 132 D’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHPX 132 D’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
03.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
25.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 132 D’
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
17.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
15.07.1996 Alteration complete ‘RECLASS 5 ‘AHPX‘GRAIN WAGONS TO ‘AHGX’

WAGON NOS. AHPX 114,117,124,129,132 (RS4940)’. New class: ‘AHGX’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHPX 132 D’
15.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
15.08.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHPX 132 D’
03.09.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE RECLASSIFY’.
05.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHPX 132 D’
19.01.1997 Repair ‘VEHICLE COMPLETE’.
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2.49 Wagon classification starting with ‘AHH’

AHHE 2

20.04.1989 Reclassified from wagon ‘AHHE 2 K’ to ’ wagon ‘AHHH 2 W’.

AHHE 3

06.07.1988 Reclassified from wagon ‘AHHE 3 T’ to ’ wagon ‘AHHH 3 X’.

AHHE 8

13.11.1987 Reclassified from wagon ‘AHHE 8 S’ to ’ wagon ‘AHHH 8 H’.

AHHE 9

25.09.1989 Reclassified from wagon ‘AHHE 9 E’ to ’ wagon ‘AHHH 9 Q’.

AHHE 10

06.04.1988 Reclassified from wagon ‘AHHE 10 A’ to ’ wagon ‘AHHH 10 M’.

AHHE 11

18.12.1987 Reclassified from wagon ‘AHHE 11 J’ to ’ wagon ‘AHHH 11 V’.

AHHE 13

25.09.1989 Reclassified from wagon ‘AHHE 13 E’ to ’ wagon ‘AHHH 13 Q’.

AHHE 15

20.06.1990 Reclassified from wagon ‘AHHE 15 W’ to ’ wagon ‘AHHH 15 L’.

AHHE 26

20.06.1990 Reclassified from wagon ‘AHHE 26 Q’ to ’ wagon ‘AHHH 26 F’.

AHHH 1

16.12.1991 Reclassified from wagon ‘AHHH 1 N’ to ’ wagon ‘AHHY 1 M’.

AHHH 2

Details: wagon ‘AHHH 2 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.02.1997
Last Single Car Test: 22.11.1993
Last Lift: 20.12.1984

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB101’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘GRADE CONTROL VALVE’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘BRAKE BLOCK RB101’.
22.12.1989 Repair ‘CARD OR CLIP HOLDER’.
22.12.1989 Repair ‘ISOLATING COCK’.
22.12.1989 Repair ‘VEHICLE STENCILS’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK OTHER’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
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24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16
NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘STEP’.
19.11.1993 Repair ‘VEHICLE STENCILS’.
10.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.

AHHH 3

Details: wagon ‘AHHH 3 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Last Brake Cylinder: 30.05.1989
Last Single Car Test: 14.01.1993
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘END BRAKE COCK’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
20.07.1990 Repair ‘END HOSE’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE BLOCK RB101’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘STEP’.
12.01.1993 Repair ‘VEHICLE STENCILS’.
01.06.1993 Repair ‘END BRAKE COCK’.
14.11.1993 Repair ‘TRAIN PIPE (END)’.
11.01.1994 Repair ‘END BRAKE COCK’.
11.01.1994 Repair ‘END HOSE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHHH 4

06.01.1992 Reclassified from wagon ‘AHHH 4 R’ to ’ wagon ‘AHHY 4 Q’.

AHHH 5

29.09.1994 Reclassified from wagon ‘AHHH 5 D’ to ’ wagon ‘AHHY 5 C’.
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AHHH 6

19.12.1991 Reclassified from wagon ‘AHHH 6 M’ to ’ wagon ‘AHHY 6 L’.

AHHH 7

23.08.1990 Reclassified from wagon ‘AHHH 7 V’ to ’ wagon ‘AHHY 7 U’.

AHHH 8

Details: wagon ‘AHHH 8 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Last Single Car Test: 23.09.1991
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘END BRAKE COCK’.
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25.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘TRAIN PIPE (END)’.
26.06.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BRAKE ADJUSTING LEVER’.
12.10.1990 Repair ‘BRAKE BLOCK RB101’.
12.10.1990 Repair ‘BRANCH PIPE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
13.12.1990 Repair ‘END HOSE’.
08.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘TRAIN PIPE’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
14.12.1991 Repair ‘STEP’.
30.03.1993 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHHH 9

Details: wagon ‘AHHH 9 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 10.10.1996
Last Triple Valve: 03.01.1994
Last Single Car Test: 28.09.1989
Last Lift: 20.12.1984

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB101’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHE 9 E’
25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHE 9 E’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘HANDBRAKE HANDLE’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Repair ‘END HOSE’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB101’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
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24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’
AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

03.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘BRAKE CONTROL PIPE’.
08.01.1994 Repair ‘COUPLER KNUCKLE’.
08.01.1994 Repair ‘DISCHARGE DOOR’.
08.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1994 Repair ‘HAND RELEASE (AIR)’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.

AHHH 10

Details: wagon ‘AHHH 10 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 27.10.1996
Last Brake Cylinder: 29.09.1988
Last Single Car Test: 27.08.1991
Last Lift: 20.12.1984
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE BLOCK RB101’.
28.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DOOR SEAL’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB101’.
16.03.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘TRAIN PIPE’.
29.05.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB101’.
05.11.1991 Repair ‘HANDRAILS’.
05.11.1993 Repair ‘STEP’.
30.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
27.10.1996 Repair ‘VEHICLE COMPLETE’.

AHHH 11

Details: wagon ‘AHHH 11 V’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 10.10.1996
Last Single Car Test: 15.02.1993
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘DISCHARGE DOOR’.
26.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB101’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.
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08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BRAKE CONTROL PIPE’.
08.02.1993 Repair ‘BRANCH PIPE’.
08.02.1993 Repair ‘VEHICLE STENCILS’.
11.11.1993 Repair ‘HANDRAILS’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.

AHHH 12

24.07.1991 Reclassified from wagon ‘AHHH 12 H’ to ’ wagon ‘AHHY 12 G’.

AHHH 13

Details: wagon ‘AHHH 13 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 28.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 24.01.1997
Due Triple Valve: 01.11.1995
Last Single Car Test: 29.09.1992
Last Lift: 28.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHE 13 E’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
14.07.1990 Repair ‘STEP’.
14.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE BLOCK RB101’.
28.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘END BRAKE COCK’.
16.12.1993 Repair ‘END HOSE’.
17.12.1993 Repair ‘END HOSE’.
12.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
06.12.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
24.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHHH 14

09.10.1991 Reclassified from wagon ‘AHHH 14 C’ to ’ wagon ‘AHHY 14 B’.
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AHHH 15

Details: wagon ‘AHHH 15 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 21.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.09.1996
Last Single Car Test: 02.02.1994
Last Lift: 21.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.11.1989 Repair ‘DOOR SEAL’.
16.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHE 15 W’
24.04.1990 Repair ‘STEP’.
24.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHE 15 W’
20.06.1990 Repair ‘VEHICLE RECLASSIFY’.
20.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHE 15 W’
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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15.11.1990 Repair ‘DISCHARGE DOOR’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

17.09.1993 Repair ‘HANDRAILS END’.
19.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘DOOR OPENING MECHANISM’.
28.01.1994 Repair ‘DOOR SEAL’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHH 16

30.05.1991 Reclassified from wagon ‘AHHH 16 U’ to ’ wagon ‘AHHY 16 T’.

AHHH 17

29.08.1991 Reclassified from wagon ‘AHHH 17 G’ to ’ wagon ‘AHHY 17 F’.

AHHH 18

10.01.1991 Reclassified from wagon ‘AHHH 18 P’ to ’ wagon ‘AHHY 18 Y’.

AHHH 19

20.11.1990 Reclassified from wagon ‘AHHH 19 B’ to ’ wagon ‘AHHY 19 A’.

AHHH 20

28.08.1990 Reclassified from wagon ‘AHHH 20 U’ to ’ wagon ‘AHHY 20 T’.

AHHH 21

24.05.1991 Reclassified from wagon ‘AHHH 21 G’ to ’ wagon ‘AHHY 21 F’.

AHHH 22

01.07.1991 Reclassified from wagon ‘AHHH 22 P’ to ’ wagon ‘AHHY 22 Y’.

AHHH 23

30.05.1991 Reclassified from wagon ‘AHHH 23 B’ to ’ wagon ‘AHHY 23 A’.
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AHHH 24

18.01.1991 Reclassified from wagon ‘AHHH 24 K’ to ’ wagon ‘AHHY 24 J’.

AHHH 25

09.01.1991 Reclassified from wagon ‘AHHH 25 T’ to ’ wagon ‘AHHY 25 S’.

AHHH 26

Details: wagon ‘AHHH 26 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 29.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 09.01.1997
Due Triple Valve: 01.11.1995
Last Single Car Test: 14.06.1994
Last Lift: 29.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

12.10.1989 Repair ‘HOSE FITTINGS’.
12.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHE 26 Q’
27.10.1989 Repair ‘STEP’.
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27.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AHHE 26 Q’

15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHE 26 Q’
20.06.1990 Repair ‘VEHICLE RECLASSIFY’.
20.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHE 26 Q’
01.08.1990 Alteration ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER WAGONS TO

‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

15.11.1990 Repair ‘DISCHARGE DOOR’.
15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.

AHHH 27

15.08.1991 Reclassified from wagon ‘AHHH 27 Y’ to ’ wagon ‘AHHY 27 N’.

AHHY 1

Details: wagon ‘AHHY 1 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.09.1996
Last Single Car Test: 13.03.1991
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB101’.
23.08.1989 Repair ‘VEHICLE STENCILS’.
23.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 1 N’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 1 N’
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 1 N’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB101’.
19.03.1990 Repair ‘VEHICLE STENCILS’.
19.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 1 N’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRAKE BLOCK RB101’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 1 N’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 1 N’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE LEVER’.
16.12.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘EMPTY LOAD VALVE’.
16.12.1991 Repair ‘END BRAKE COCK’.
16.12.1991 Repair ‘GRADE CONTROL VALVE’.
16.12.1991 Repair ‘VEHICLE RECLASSIFY’.
16.12.1991 Repair ‘WHEEL SET’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 1 N’
28.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘STEP’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 4

Details: wagon ‘AHHY 4 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FSHG
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Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 24.09.1996
Due Triple Valve: 28.09.1990
Last Triple Valve: 14.11.1993
Last Single Car Test: 11.06.1991
Last Lift: 20.12.1984

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRANCH PIPE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 4 R’
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘END BRAKE COCK’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB101’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘SIDE COMPLETE’.
22.05.1991 Repair ‘VEHICLE STENCILS’.
22.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 4 R’
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24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’
AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘DISCHARGE DOOR’.
06.01.1992 Repair ‘END BRAKE COCK’.
06.01.1992 Repair ‘END HOSE’.
06.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Repair ‘RELAY VALVE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘VEHICLE RECLASSIFY’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 4 R’
14.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BRANCH PIPE’.
06.12.1993 Repair ‘END HOSE’.
06.12.1993 Repair ‘HAND RELEASE (AIR)’.
06.12.1993 Repair ‘RELAY VALVE’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 5

Details: wagon ‘AHHY 5 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
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BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 15.11.1996
Due Triple Valve: 14.07.1988
Last Triple Valve: 17.10.1988
Last Single Car Test: 27.04.1992
Last Lift: 20.12.1984

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB101’.
10.08.1989 Repair ‘HANDRAILS END’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB101’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘WHEEL SET’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 5 D’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE PIN’.
18.12.1989 Repair ‘VEHICLE STENCILS’.
18.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
29.05.1990 Repair ‘BOGIE SPRING’.
29.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 5 D’
12.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHHH 5 D’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

25.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AHHH 5 D’

23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘TRAIN PIPE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
21.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘END BRAKE COCK’.
26.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1992 Repair ‘VEHICLE STENCILS’.
26.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 5 D’
13.08.1992 Repair ‘END BRAKE COCK’.
13.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 5 D’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHHH 5 D’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘EMPTY LOAD VALVE’.
06.12.1993 Repair ‘END BRAKE COCK’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 5 D’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 5 D’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 6

Details: wagon ‘AHHY 6 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHE
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Last Single Car Test: 26.03.1990
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK RB101’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
03.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 6 M’
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB101’.
23.08.1989 Repair ‘VEHICLE STENCILS’.
23.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 6 M’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘DISCHARGE DOOR’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 6 M’
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 6 M’
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 6 M’
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19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB101’.
19.03.1990 Repair ‘VEHICLE STENCILS’.
19.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 6 M’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

01.02.1991 Repair ‘BRAKE BLOCK RB95’.
01.02.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 6 M’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘SHUNT PAD’.
22.04.1991 Repair ‘TRAIN PIPE (END)’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 6 M’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘TRAIN PIPE’.
19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 6 M’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHHY 7

Details: wagon ‘AHHY 7 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100900
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FSHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 07.11.1996
Due Triple Valve: 28.09.1990
Last Triple Valve: 23.08.1990
Last Single Car Test: 30.04.1990
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 7 V’
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 7 V’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘VEHICLE STENCILS’.
23.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 7 V’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1990 Repair ‘RELAY VALVE’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHHH 7 V’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘VEHICLE RECLASSIFY’.
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23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 7 V’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
05.04.1991 Repair ‘END BRAKE COCK’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRAKE CONTROL PIPE’.
08.11.1991 Repair ‘CARD OR CLIP HOLDER’.
08.11.1991 Repair ‘DOOR COMPLETE’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.12.1991 Repair ‘BRAKE BLOCK RB101’.
19.12.1991 Repair ‘END BRAKE COCK’.
14.12.1993 Repair ‘END HOSE’.
16.12.1993 Repair ‘END HOSE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 12

Details: wagon ‘AHHY 12 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $100900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 20.12.1984
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG
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Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 11.12.1996
Last Triple Valve: 05.08.1993
Last Brake Cylinder: 21.08.1991
Last Lift: 20.12.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

12.11.1989 Repair ‘STEP’.
12.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 12 H’
15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 12 H’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 12 H’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
05.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 12 H’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 12 H’
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 12 H’
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘DOOR HINGES AND PINS’.
24.07.1991 Repair ‘DOOR LOCK MECHANISM’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘END HOSE’.
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24.07.1991 Repair ‘END SILL’.
24.07.1991 Repair ‘HANDRAILS END’.
24.07.1991 Repair ‘LADDER’.
24.07.1991 Repair ‘ROOF BOARDS’.
24.07.1991 Repair ‘ROOF SHEET’.
24.07.1991 Repair ‘SIDE BEARER’.
24.07.1991 Repair ‘SIDE COMPLETE’.
24.07.1991 Repair ‘SIDE SILL’.
24.07.1991 Repair ‘SIDE STEP’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘TRAIN PIPE (END)’.
24.07.1991 Repair ‘TRAIN PIPE’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1991 Repair ‘VEHICLE RECLASSIFY’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 12 H’
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘BRAKE PULL ROD’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘DOOR OPENING MECHANISM’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 14

Details: wagon ‘AHHY 14 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
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Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 29.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 03.01.1997
Due Triple Valve: 01.11.1995
Last Triple Valve: 09.10.1991
Last Single Car Test: 01.03.1994
Last Lift: 29.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

10.10.1989 Repair ‘END HOSE’.
10.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 14 C’
06.11.1989 Repair ‘DOOR SEAL’.
06.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 14 C’
20.12.1989 Repair ‘STEP’.
20.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 14 C’
21.03.1990 Repair ‘STEP’.
21.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 14 C’
20.06.1990 Repair ‘VEHICLE RECLASSIFY’.
20.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 14 C’
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 14 C’
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01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER
WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

13.11.1990 Repair ‘DISCHARGE DOOR’.
13.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 14 C’
09.12.1990 Repair ‘BOGIE COMPLETE’.
09.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 14 C’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Repair ‘VEHICLE STENCILS’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 14 C’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘HANDRAILS END’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.

AHHY 16

Details: wagon ‘AHHY 16 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 27.11.1985
Operating System: AN
Intended Use: GRAIN BULK
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Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.09.1996
Last Lift: 27.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 16 U’
10.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1990 Repair ‘COUPLER KNUCKLE’.
10.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1990 Repair ‘VEHICLE RECLASSIFY’.
10.03.1990 Repair ‘VEHICLE STENCILS’.
10.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 16 U’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 16 U’
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 16 U’
30.05.1991 Repair ‘SIDE COMPLETE’.
30.05.1991 Repair ‘VEHICLE RECLASSIFY’.
30.05.1991 Repair ‘VEHICLE STENCILS’.
30.05.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 16 U’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

11.12.1992 Repair ‘HANDRAILS END’.
08.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
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09.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 17

Details: wagon ‘AHHY 17 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 29.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Due Triple Valve: 01.11.1995
Last Single Car Test: 11.11.1992
Last Lift: 29.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘DISCHARGE DOOR’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Repair ‘ROOF SHEET’.
02.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 17 G’
30.05.1990 Repair ‘BOGIE SPRING’.
30.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 17 G’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

13.11.1990 Repair ‘DISCHARGE DOOR’.
13.11.1990 Repair ‘END HOSE’.
13.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 17 G’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

29.08.1991 Repair ‘VEHICLE RECLASSIFY’.
29.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 17 G’
30.08.1991 Repair ‘DISCHARGE DOOR’.
30.08.1991 Repair ‘DOOR HINGES AND PINS’.
30.08.1991 Repair ‘DOOR OPENING MECHANISM’.
30.08.1991 Repair ‘END SILL’.
30.08.1991 Repair ‘LADDER’.
30.08.1991 Repair ‘ROOF BOARDS’.
30.08.1991 Repair ‘ROOF SHEET’.
30.08.1991 Repair ‘SIDE STEP’.
30.08.1991 Repair ‘STEP’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘EMPTY LOAD VALVE’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BODY COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHHY 18

Details: wagon ‘AHHY 18 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 28.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 08.02.1997
Last Triple Valve: 10.09.1993
Last Lift: 28.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 18 P’
12.07.1989 Repair ‘STEP’.
12.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 18 P’
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
17.09.1989 Repair ‘VEHICLE RECLASSIFY’.
17.09.1989 Repair ‘VEHICLE STENCILS’.
17.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AHHH 18 P’
17.10.1989 Repair ‘END HOSE’.
17.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 18 P’
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
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07.11.1989 Repair ‘STEP’.
07.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHHH 18 P’
16.11.1989 Repair ‘DISCHARGE DOOR’.
16.11.1989 Repair ‘DOOR SEAL’.
16.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 18 P’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

15.11.1990 Repair ‘DISCHARGE DOOR’.
15.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 18 P’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BRANCH PIPE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘VEHICLE RECLASSIFY’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 18 P’
09.05.1991 Repair ‘STEP’.
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘DISCHARGE DOOR’.
07.10.1992 Repair ‘DOOR HOPPER LOADING’.
07.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1993 Repair ‘STEP’.
04.08.1993 Repair ‘STEP’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE BLOCK RB101’.
10.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘STEP’.
18.01.1994 Repair ‘STEP’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.

AHHY 19

Details: wagon ‘AHHY 19 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 21.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 07.11.1996
Due Triple Valve: 01.11.1995
Last Triple Valve: 19.10.1993
Last Single Car Test: 09.11.1993
Last Lift: 21.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 19 B’
07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Gilgandra’ with a previous code of wagon ‘AHHH 19 B’
07.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 19 B’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘CARD OR CLIP HOLDER’.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
20.11.1990 Repair ‘DISCHARGE DOOR’.
20.11.1990 Repair ‘VEHICLE RECLASSIFY’.
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20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 19 B’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘DOOR OPENING MECHANISM’.
21.05.1991 Repair ‘END BRAKE COCK’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB101’.
28.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘HANDRAILS END’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 20

Details: wagon ‘AHHY 20 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 21.11.1985
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 24.09.1996
Due Triple Valve: 01.11.1995
Last Single Car Test: 18.01.1994
Last Lift: 21.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.10.1989 Repair ‘STEP’.
11.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 20 U’
07.12.1989 Repair ‘DOOR SEAL’.
07.12.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 20 U’
10.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1990 Repair ‘COUPLER KNUCKLE’.
10.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1990 Repair ‘HANDRAILS’.
10.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 20 U’
10.05.1990 Repair ‘STEP’.
10.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 20 U’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BEARINGS’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1990 Repair ‘VEHICLE RECLASSIFY’.
28.08.1990 Repair ‘VEHICLE STENCILS’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 20 U’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

10.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1993 Repair ‘STEP’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘HANDRAILS END’.
30.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.12.1993 Repair ‘END BRAKE COCK’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘STEP’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK OTHER’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 21

Details: wagon ‘AHHY 21 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 27.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.09.1996
Due Triple Valve: 01.11.1995
Last Triple Valve: 29.03.1994
Last Single Car Test: 29.03.1994
Last Lift: 27.11.1985
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05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 21 G’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

15.11.1990 Repair ‘DISCHARGE DOOR’.
15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 21 G’
24.05.1991 Repair ‘VEHICLE RECLASSIFY’.
24.05.1991 Repair ‘VEHICLE STENCILS’.
24.05.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 21 G’
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BRAKE LEVER’.
16.09.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘EMPTY LOAD VALVE’.
16.09.1992 Repair ‘GRADE CONTROL VALVE’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1992 Repair ‘SIDE STEP’.
16.09.1992 Repair ‘STEP’.
16.09.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.01.1993 Repair ‘BRAKE BLOCK RB101’.
16.01.1993 Repair ‘HANDRAILS END’.
21.04.1993 Repair ‘CARD OR CLIP HOLDER’.
21.04.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘DISCHARGE DOOR’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Repair ‘WHEEL SET’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
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23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘COUPLER KNUCKLE’.
10.05.1994 Repair ‘STEP’.
10.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 22

Details: wagon ‘AHHY 22 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 21.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 16.02.1997
Last Brake Cylinder: 22.01.1993
Last Single Car Test: 05.01.1994
Last Lift: 21.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.
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27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AHHH 22 P’
15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 22 P’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘DOOR OPENING MECHANISM’.
19.01.1990 Repair ‘END BRAKE COCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 22 P’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

13.11.1990 Repair ‘DISCHARGE DOOR’.
13.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 22 P’
09.12.1990 Repair ‘BOGIE COMPLETE’.
09.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 22 P’
01.07.1991 Repair ‘VEHICLE RECLASSIFY’.
01.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 22 P’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
03.07.1991 Repair ‘CARD OR CLIP HOLDER’.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘DISCHARGE DOOR’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘BRAKE PIN’.
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘END BRAKE COCK’.
12.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.12.1992 Repair ‘END BRAKE COCK’.
30.12.1992 Repair ‘END BRAKE COCK’.
22.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1993 Repair ‘HANDRAILS END’.
13.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

1386



2.49. Wagon classification starting with ‘AHH’

08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘END BRAKE COCK’.
08.06.1993 Repair ‘HOSE FITTINGS’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘END BRAKE COCK’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AHHY 23

Details: wagon ‘AHHY 23 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 28.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 22.09.1996
Due Triple Valve: 01.11.1995
Last Brake Cylinder: 06.08.1991
Last Lift: 28.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.
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08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

16.11.1989 Repair ‘DOOR SEAL’.
16.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 23 B’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘CARD OR CLIP HOLDER’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 23 B’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 23 B’
30.05.1991 Repair ‘SIDE COMPLETE’.
30.05.1991 Repair ‘VEHICLE RECLASSIFY’.
30.05.1991 Repair ‘VEHICLE STENCILS’.
30.05.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 23 B’
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BRAKE BLOCK RB101’.
06.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1992 Repair ‘SIDE STEP’.
10.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘CARD OR CLIP HOLDER’.
19.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 24

Details: wagon ‘AHHY 24 J’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 28.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 19.01.1997
Due Triple Valve: 01.11.1995
Last Single Car Test: 24.11.1993
Last Lift: 28.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

11.10.1989 Repair ‘STEP’.
11.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 24 K’
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 24 K’
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 24 K’
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BRANCH PIPE’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 24 K’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

22.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 24 K’
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12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

13.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 24 K’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘COUPLER KNUCKLE’.
18.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.01.1991 Repair ‘DOOR LOCK MECHANISM’.
18.01.1991 Repair ‘GRADE CONTROL VALVE’.
18.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1991 Repair ‘VEHICLE RECLASSIFY’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
18.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 24 K’
30.05.1991 Repair ‘END BRAKE COCK’.
30.05.1991 Repair ‘SIDE COMPLETE’.
30.05.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘END HOSE’.
01.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
25.07.1993 Repair ‘BRAKE BLOCK RB101’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.

AHHY 25

Details: wagon ‘AHHY 25 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-15
Date Built: 28.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: SH AF SV
Return to Service Date: 02.07.1996
Due Triple Valve: 01.11.1995
Last Single Car Test: 26.04.1994
Last Lift: 28.11.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

15.11.1989 Repair ‘DOOR SEAL’.
15.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 25 T’
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHHH 25 T’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB101’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘WHEEL SET’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 25 T’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
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13.11.1990 Repair ‘DISCHARGE DOOR’.
13.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 25 T’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘DOOR LOCK MECHANISM’.
09.01.1991 Repair ‘ROOF COMPLETE’.
09.01.1991 Repair ‘STEP’.
09.01.1991 Repair ‘VEHICLE RECLASSIFY’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 25 T’
30.05.1991 Repair ‘SIDE COMPLETE’.
30.05.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Alteration complete ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’

AND 16 NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND
A3/W4-60. AHHY/H. (RS4619)’.

25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1991 Repair ‘STEP’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK RB101’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

AHHY 27

Details: wagon ‘AHHY 27 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $109110
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
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Diagram Book Page No.: CB H-15
Date Built: 28.11.1985
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHHH
BSG Code: FBHG

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SH SV
Return to Service Date: 28.11.1996
Last Lift: 28.11.1985

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

11.10.1988 Alteration complete ‘RECLASSIFY ‘AHHE’ TO ‘AHHH‘. - REFER RS4231
AND RS0013. (RS3013)’. New class: ‘AHHH’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
30.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 27 Y’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘DISCHARGE DOOR’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 27 Y’
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘DOOR OPENING MECHANISM’.
14.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHHH 27 Y’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AHHH’ BULK GRAIN HOPPER

WAGONS TO ‘AHHY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF
WAGON. AHHH. (RS4526)’. New class: ‘AHHY’.

12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.
AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.

13.11.1990 Repair ‘DISCHARGE DOOR’.
13.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHHH 27 Y’
24.07.1991 Alteration ‘WELD CHAIN GUARD TO ‘A’ END OF 9 NO. ‘AHHY’ AND 16

NO. ‘AHHH’ HOPPER WAGONS AS PER DRAWINGS A3/W4-59 AND A3/W4-60.
AHHY/H. (RS4619)’.

15.08.1991 Repair ‘VEHICLE RECLASSIFY’.
15.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHHH 27 Y’
16.08.1991 Repair ‘BOGIE BEARINGS’.
16.08.1991 Repair ‘BOGIE COMPLETE’.
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16.08.1991 Repair ‘DISCHARGE DOOR’.
16.08.1991 Repair ‘DOOR LOCK MECHANISM’.
16.08.1991 Repair ‘DOOR OPENING MECHANISM’.
16.08.1991 Repair ‘LADDER’.
16.08.1991 Repair ‘ROOF SHEET’.
16.08.1991 Repair ‘STEP’.
16.08.1991 Repair ‘TRAIN PIPE (END)’.
16.08.1991 Repair ‘TRAIN PIPE’.
16.08.1991 Repair ‘WHEEL SET’.
03.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1993 Repair ‘STEP’.
11.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1993 Repair ‘CARD OR CLIP HOLDER’.
05.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘HANDRAILS END’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.

2.50 Wagon classification starting with ‘AHJ’

AHJL 5001

Details: wagon ‘AHJL 5001 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $3650
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-8
Date Built: 05.05.1937
Operating System: AN
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Intended Use: COKE
Remarks: EX AHAL 11(9587) & 9502
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 29.09.1996
Due Triple Valve: 21.12.1990
Last Brake Cylinder: 13.12.1993
Last Single Car Test: 13.12.1993
Last Lift: 14.02.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

22.07.1988 Alteration complete ‘COVERT 8 ‘AHAF’ WAGONS FROM LIMESTONE TO
COKE TRAFFIC AND RECLASSIFY TO ‘AHAL’. RESTENCIL ‘COKE TRAFFIC
WHYALLA - OSBORNE’. FIT MULTI-HOLE PULLRODS. FIT BOGIES EX ‘AHSL’.
REPOSITION BRAKE CYLINDER, TOWING LUG AND STIRRUP STEP.
ALTERATION FORM RS4301 TO BE HANDLED CONCURRENTLY WITH RS4302.
(RS4302)’. New class: ‘AHAL’.

25.08.1989 Repair ‘DISCHARGE DOOR’.
25.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHJL 9502 S’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9502 S’
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘VEHICLE RENUMBERED’.
04.04.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHJL 9502 S’
23.04.1990 Repair ‘END HOSE’.
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02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHJL HOPPER WAGONS. AHJL (RS4501)’.

15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BEARINGS’.
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Repair ‘DOOR LOCK MECHANISM’.
15.08.1990 Repair ‘DOOR OPENING MECHANISM’.
15.08.1990 Repair ‘DOOR OPENING MECHANISM’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1990 Repair ‘HANDRAILS’.
31.08.1990 Repair ‘HANDRAILS’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘COUPLER KNUCKLE’.
13.09.1990 Repair ‘DOOR COMPLETE’.
13.09.1990 Repair ‘DOOR LOCK MECHANISM’.
13.09.1990 Repair ‘END HOSE’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘DOOR LOCK MECHANISM’.
08.03.1991 Repair ‘HANDRAILS END’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘DOOR LOCK MECHANISM’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘DOOR LOCK MECHANISM’.
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING

A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE BEARERS’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE LEVER’.
16.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE PULL ROD’.
19.05.1992 Repair ‘BRANCH PIPE’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
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19.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1992 Repair ‘VEHICLE STENCILS’.
24.08.1992 Repair ‘SIDE STEP’.
11.10.1992 Repair ‘SIDE STEP’.
12.10.1992 Repair ‘DOOR LOCK MECHANISM’.
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘HANDRAILS’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘BRAKE PULL ROD’.
10.12.1993 Repair ‘BRAKE PULL ROD’.
10.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1993 Repair ‘DISCHARGE DOOR’.
10.12.1993 Repair ‘DISCHARGE DOOR’.
10.12.1993 Repair ‘DOOR HINGES AND PINS’.
10.12.1993 Repair ‘DOOR HINGES AND PINS’.
10.12.1993 Repair ‘DOOR HOPPER LOADING’.
10.12.1993 Repair ‘DOOR HOPPER LOADING’.
10.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1993 Repair ‘SIDE BEARER’.
10.12.1993 Repair ‘SIDE BEARER’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘YOKE CARRIER’.
10.12.1993 Repair ‘YOKE CARRIER’.
18.12.1993 Repair ‘DOOR LOCK MECHANISM’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
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16.06.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5002

Details: wagon ‘AHJL 5002 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14180
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-8
Date Built: 02.08.1955
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL9595 & AHAF9594
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 20.05.1996
Due Triple Valve: 04.06.1991
Last Brake Cylinder: 20.07.1993
Last Single Car Test: 16.09.1991
Last Lift: 09.05.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
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BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

22.07.1988 Alteration complete ‘COVERT 8 ‘AHAF’ WAGONS FROM LIMESTONE TO
COKE TRAFFIC AND RECLASSIFY TO ‘AHAL’. RESTENCIL ‘COKE TRAFFIC
WHYALLA - OSBORNE’. FIT MULTI-HOLE PULLRODS. FIT BOGIES EX ‘AHSL’.
REPOSITION BRAKE CYLINDER, TOWING LUG AND STIRRUP STEP.
ALTERATION FORM RS4301 TO BE HANDLED CONCURRENTLY WITH RS4302.
(RS4302)’. New class: ‘AHAL’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘LADDER’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9595 V’
03.11.1989 Repair ‘END BRAKE COCK’.
03.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAL 9595 V’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1989 Repair ‘DISCHARGE DOOR’.
09.11.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.11.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Repair ‘WEAR PLATES & SADDLES’.
09.11.1989 Repair ‘YOKE COMPLETE’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9595 V’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1989 Repair ‘STEP’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9595 V’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘DOOR OPENING MECHANISM’.
04.06.1990 Repair ‘END FRAME MEMBER’.
04.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.06.1990 Repair ‘SIDE STEP’.
04.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9595 V’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9595 V’
04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Repair ‘VEHICLE RENUMBERED’.
04.10.1990 Repair ‘VEHICLE RETARE’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 9595 V’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘END COMPLETE’.
06.11.1990 Repair ‘TRAIN PIPE’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘DOOR OPENING MECHANISM’.
05.12.1990 Repair ‘SIDE STEP’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
03.05.1991 Repair ‘DISCHARGE DOOR’.
10.05.1991 Repair ‘SIDE STEP’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
03.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘CARD OR CLIP HOLDER’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1991 Repair ‘STEP’.
24.07.1992 Repair ‘DOOR LOCK MECHANISM’.
27.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1993 Repair ‘HANDRAILS END’.
05.07.1993 Repair ‘SIDE STEP’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘DOOR LOCK MECHANISM’.
20.07.1993 Repair ‘END BRAKE COCK’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
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20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘CARD OR CLIP HOLDER’.
28.07.1993 Repair ‘WHEEL SET’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘TOP CENTRE PLATE’.
05.01.1994 Repair ‘SIDE STEP’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5003

Details: wagon ‘AHJL 5003 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 27.08.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL9578 & AHAL1(9579)
BSG Code: FXHK

Capacity of 66 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 08.08.1996
Due Triple Valve: 12.11.1993
Last Brake Cylinder: 12.10.1993
Last Single Car Test: 15.11.1993
Last Lift: 25.11.1986

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

05.04.1988 Alteration complete ‘REMOVE HAND WHEELS FROM DOOR
OPERATINGGEAR ON VEHICLES IN COKE TRAFFIC. (RS4277)’.

06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE
(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAL 9578 J’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘STANCHION’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9578 J’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
26.07.1990 Repair ‘END HOSE’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 9578 J’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRANCH PIPE’.
25.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 9578 J’
15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAL 9578 J’
14.01.1991 Repair ‘VEHICLE RECLASSIFY’.
14.01.1991 Repair ‘VEHICLE RENUMBERED’.
14.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAL 9578 J’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘END HOSE’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
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14.02.1991 Repair ‘TRAIN PIPE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
16.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘SIDE STEP’.
09.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
24.05.1991 Repair ‘DOOR OPENING MECHANISM’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BRAKE CONTROL PIPE’.
10.07.1991 Repair ‘DISCHARGE DOOR’.
10.07.1991 Repair ‘DOOR OPENING MECHANISM’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BEARINGS’.
12.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘DOOR LOCK MECHANISM’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
07.06.1993 Repair ‘DOOR LOCK MECHANISM’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘SIDE STEP’.
09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘END HOSE’.
09.09.1993 Repair ‘TRAIN PIPE’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BRAKE BLOCK OTHER’.
08.10.1993 Repair ‘DISCHARGE DOOR’.
08.10.1993 Repair ‘DOOR FRAME’.
08.10.1993 Repair ‘DOOR HINGES AND PINS’.
08.10.1993 Repair ‘DOOR LOCK MECHANISM’.
08.10.1993 Repair ‘DOOR OPENING MECHANISM’.
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08.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
26.12.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5004

Details: wagon ‘AHJL 5004 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26.6tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $3650
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-8
Date Built: 06.03.1937
Operating System: AN
Intended Use: COKE
Remarks: EX AHAF9504 & AHAL9(9501)
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA AF SV
Return to Service Date: 14.08.1996
Due Triple Valve: 01.04.1993
Last Brake Cylinder: 13.06.1991
Last Single Car Test: 15.11.1993
Last Lift: 17.04.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘HANDRAILS END’.
06.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
07.10.1989 Repair ‘BRAKE BLOCK RB95’.
07.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
31.10.1989 Repair ‘LADDER’.
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31.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
28.12.1989 Repair ‘HANDRAILS END’.
28.12.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
28.01.1990 Repair ‘BRAKE BLOCK RB95’.
28.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
29.01.1990 Repair ‘BRAKE PIN’.
29.01.1990 Repair ‘HANDBRAKE HANDLE’.
29.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAF 9504 X’
15.03.1990 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
14.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAF HOPPER WAGONS. AHAF (RS4497)’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
23.05.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
25.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
26.05.1990 Repair ‘STEP’.
26.05.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BRAKE PIN’.
06.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1990 Repair ‘SIDE BEARER’.
06.06.1990 Repair ‘TOP CENTRE PLATE’.
06.06.1990 Repair ‘WHEEL SET’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9504 X’
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘DISCHARGE DOOR’.
30.08.1990 Repair ‘LADDER’.
30.08.1990 Repair ‘VEHICLE COMPLETE’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9504 X’

1406



2.50. Wagon classification starting with ‘AHJ’

14.09.1990 Repair ‘HANDBRAKE HANDLE’.
14.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘END FRAME MEMBER’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9504 X’
19.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAF 9504 X’
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9504 X’
21.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9504 X’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9504 X’
17.01.1991 Repair ‘VEHICLE RECLASSIFY’.
17.01.1991 Repair ‘VEHICLE RENUMBERED’.
17.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAF 9504 X’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BEARERS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘TRAIN PIPE’.
11.03.1991 Repair ‘WHEEL SET’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘VEHICLE COMPLETE’.
15.03.1991 Repair ‘VEHICLE RETARE’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘HANDRAILS’.
14.06.1991 Repair ‘DISCHARGE DOOR’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘DISCHARGE DOOR’.
25.06.1991 Repair ‘DOOR LOCK MECHANISM’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
10.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

1407



2. TIMS GROUP INFORMATION - WAGONS

22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING
A3/W1-110. AHJL 5001 - 5013. (RS4627)’.

12.08.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1992 Repair ‘END HOSE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘NYLON HOSE’.
07.06.1993 Repair ‘DOOR LOCK MECHANISM’.
21.07.1993 Repair ‘HANDRAILS’.
21.07.1993 Repair ‘SIDE STEP’.
10.08.1993 Repair ‘STEP’.
11.09.1993 Repair ‘SIDE STEP’.
19.09.1993 Repair ‘HANDRAILS’.
19.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
28.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘END HOSE’.
28.01.1994 Repair ‘SIDE STEP’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
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23.11.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5005

Details: wagon ‘AHJL 5005 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 18.02.1955
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL9585 & AHAL16(9584)
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 08.07.1996
Due Triple Valve: 03.07.1990
Last Brake Cylinder: 03.07.1989
Last Single Car Test: 30.06.1992
Last Lift: 05.05.1986

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

24.07.1987 Alteration complete ‘(1) REMOVE FIXED HATCHES (2 PER WAGON). (2)
REMOVE INTERNAL DIVIDING BULKHEADS (2 PER WAGON). (3) REMOVE
DOOR OPERATING HANDWHEELS. (4) RECLASSIFY ‘AHAY’ AND RESUME
ORIGINAL 9000 NUMBER SERIES. AHBY 6, 10, 18, 24. (RS4209)’.
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2. TIMS GROUP INFORMATION - WAGONS

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

05.04.1988 Alteration complete ‘REMOVE HAND WHEELS FROM DOOR
OPERATINGGEAR ON VEHICLES IN COKE TRAFFIC. (RS4277)’.

22.07.1988 Alteration complete ‘COVERT 8 ‘AHAF’ WAGONS FROM LIMESTONE TO
COKE TRAFFIC AND RECLASSIFY TO ‘AHAL’. RESTENCIL ‘COKE TRAFFIC
WHYALLA - OSBORNE’. FIT MULTI-HOLE PULLRODS. FIT BOGIES EX ‘AHSL’.
REPOSITION BRAKE CYLINDER, TOWING LUG AND STIRRUP STEP.
ALTERATION FORM RS4301 TO BE HANDLED CONCURRENTLY WITH RS4302.
(RS4302)’. New class: ‘AHAL’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘DOOR OPENING MECHANISM’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘STANCHION’.
03.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9585 R’
05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHJL 9585 R’
12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHJL 9585 R’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘END FRAME MEMBER’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9585 R’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.04.1990 Repair ‘END FRAME MEMBER’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9585 R’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
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27.07.1990 Repair ‘END BRAKE COCK’.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHJL 9585 R’
06.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHJL 9585 R’
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHJL 9585 R’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘STANCHION’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9585 R’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Repair ‘VEHICLE RENUMBERED’.
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHJL 9585 R’
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHJL 9585 R’
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
14.01.1992 Repair ‘DISCHARGE DOOR’.
14.01.1992 Repair ‘DOOR LOCK MECHANISM’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘END FRAME MEMBER’.
09.03.1992 Repair ‘HANDRAILS’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘DOOR COMPLETE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘DOOR HOPPER LOADING’.
30.06.1992 Repair ‘DOOR LOCK MECHANISM’.
30.06.1992 Repair ‘DOOR OPENING MECHANISM’.
30.06.1992 Repair ‘END FRAME MEMBER’.
30.06.1992 Repair ‘HANDRAILS END’.
30.06.1992 Repair ‘STEP’.
30.06.1992 Repair ‘VEHICLE COMPLETE’.
27.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
27.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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19.05.1993 Repair ‘DOOR HINGES AND PINS’.
19.05.1993 Repair ‘DOOR LOCK MECHANISM’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
15.06.1993 Repair ‘END FRAME MEMBER’.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘STEP’.
09.11.1993 Repair ‘STEP’.
19.12.1993 Repair ‘LADDER’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5006

Details: wagon ‘AHJL 5006 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 27.08.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL5(9577) & AHAL22(9576)
BSG Code: FXHK

Capacity of 66 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 23.07.1996
Due Triple Valve: 11.07.1991
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 12.10.1989
Last Lift: 11.12.1986

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RCLASSIFY AHBY TO AHBF - REFER RS4231
(RS3012)’. New class: ‘AHBF’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 5 V’
14.07.1989 Repair ‘HANDRAILS END’.
14.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘AHAL 5 V’
11.09.1989 Repair ‘DOOR FRAME’.
11.09.1989 Issued at location ‘Penrice’ with a previous code of wagon ‘AHAL 5 V’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘END BRAKE COCK’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHAL 5 V’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
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THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

09.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘HANDBRAKE HANDLE’.
09.01.1990 Repair ‘LADDER’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 5 V’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRANCH PIPE’.
20.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 5 V’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
24.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 5 V’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1990 Repair ‘DOOR OPENING MECHANISM’.
11.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1990 Repair ‘STEP’.
11.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1990 Repair ‘VEHICLE STENCILS’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 5 V’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘DOOR OPENING MECHANISM’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 5 V’
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 5 V’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘DOOR LOCK MECHANISM’.
28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 5 V’
03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Repair ‘VEHICLE RENUMBERED’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHAL 5 V’
10.05.1991 Repair ‘BOGIE BEARERS’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘END COMPLETE’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1991 Repair ‘TRAIN PIPE’.
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16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘DISCHARGE DOOR’.
14.01.1992 Repair ‘DOOR COVERING’.
14.01.1992 Repair ‘DOOR OPENING MECHANISM’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘TRAIN PIPE’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘CARD OR CLIP HOLDER’.
05.04.1993 Repair ‘SIDE STEP’.
05.04.1993 Repair ‘STEP’.
19.05.1993 Repair ‘DOOR LOCK MECHANISM’.
19.05.1993 Repair ‘STEP’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BRANCH PIPE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘DOOR LOCK MECHANISM’.
17.11.1993 Repair ‘END FRAME MEMBER’.
17.11.1993 Repair ‘END HOSE’.
17.11.1993 Repair ‘HANDRAILS’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5007

Details: wagon ‘AHJL 5007 E’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 28.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 20.10.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHBF 23(9582) & 26(9586)
BSG Code: FXHK

Capacity of 51.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WA SV
Return to Service Date: 20.11.1996
Due Triple Valve: 17.12.1989
Last Triple Valve: 19.01.1994
Last Brake Cylinder: 17.06.1991
Last Single Car Test: 27.04.1990
Last Lift: 15.02.1982

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RCLASSIFY AHBY TO AHBF - REFER RS4231
(RS3012)’. New class: ‘AHBF’.

14.03.1989 Alteration complete ‘JOIN TWO AHBF/Y. TOTAL NUMBER 16.
RECLASSIFY TO AHJL 5007 - 5014. AHBF, AHBY. (RS4385)’. New class: ‘AHJL’.

06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE
(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHJL HOPPER WAGONS. AHJL (RS4501)’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1990 Repair ‘HANDRAILS END’.
09.11.1990 Repair ‘HANDRAILS END’.
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09.11.1990 Repair ‘VEHICLE COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘DOOR LOCK MECHANISM’.
13.11.1990 Repair ‘DOOR OPENING MECHANISM’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DOOR LOCK MECHANISM’.
19.03.1991 Repair ‘DOOR OPENING MECHANISM’.
19.03.1991 Repair ‘TRAIN PIPE (END)’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
26.03.1991 Repair ‘SIDE STEP’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
24.04.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.05.1991 Repair ‘DISCHARGE DOOR’.
11.06.1991 Repair ‘SIDE STEP’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘CARD OR CLIP HOLDER’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘DISCHARGE DOOR’.
17.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
01.11.1991 Repair ‘DOOR LOCK MECHANISM’.
06.08.1992 Repair ‘HANDRAILS’.
12.10.1992 Repair ‘DOOR LOCK MECHANISM’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘DOOR LOCK MECHANISM’.
28.10.1992 Repair ‘GRADE CONTROL VALVE’.
28.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘HANDRAILS END’.
11.03.1993 Repair ‘HANDRAILS’.
25.05.1993 Repair ‘DOOR LOCK MECHANISM’.
25.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BRAKE CONTROL PIPE’.
11.06.1993 Repair ‘BRANCH PIPE’.
11.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘SIDE STEP’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘HANDRAILS’.
16.10.1993 Repair ‘HANDBRAKE HANDLE’.
25.11.1993 Repair ‘HANDRAILS’.
14.12.1993 Repair ‘TRAIN PIPE (END)’.
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04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5008

Details: wagon ‘AHJL 5008 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 08.06.1955
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL9593 & AHAL9583
BSG Code: FXHK

Capacity of 66 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF WA SV
Return to Service Date: 01.08.1996
Due Triple Valve: 28.04.1994
Last Triple Valve: 03.12.1988
Last Brake Cylinder: 03.12.1988
Last Single Car Test: 30.04.1991
Last Lift: 30.05.1986

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

24.07.1987 Alteration complete ‘(1) REMOVE FIXED HATCHES (2 PER WAGON). (2)
REMOVE INTERNAL DIVIDING BULKHEADS (2 PER WAGON). (3) REMOVE
DOOR OPERATING HANDWHEELS. (4) RECLASSIFY ‘AHAY’ AND RESUME
ORIGINAL 9000 NUMBER SERIES. AHBY 6, 10, 18, 24. (RS4209)’.

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

05.04.1988 Alteration complete ‘REMOVE HAND WHEELS FROM DOOR
OPERATINGGEAR ON VEHICLES IN COKE TRAFFIC. (RS4277)’.

06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE
(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER COMPLETE’.
21.04.1990 Repair ‘END FRAME MEMBER’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9593 D’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
11.08.1990 Repair ‘HANDRAILS END’.
11.08.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAL 9593 D’
24.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAL 9593 D’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1990 Repair ‘TRAIN PIPE’.
29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Repair ‘VEHICLE RETARE’.
29.11.1990 Repair ‘VEHICLE STENCILS’.
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30.11.1990 Repair ‘BODY COMPLETE’.
30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Repair ‘VEHICLE RENUMBERED’.
30.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAL 9593 D’
19.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRANCH PIPE’.
25.03.1991 Repair ‘CARD OR CLIP HOLDER’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘SIDE STEP’.
25.03.1991 Repair ‘TRAIN PIPE (END)’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘DOOR LOCK MECHANISM’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
11.04.1991 Repair ‘DOOR LOCK MECHANISM’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING

A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1991 Repair ‘SIDE STEP’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1992 Repair ‘BRANCH PIPE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE LEVER’.
28.04.1993 Repair ‘BRAKE PULL ROD’.
28.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘SIDE STEP’.
05.06.1993 Repair ‘HANDRAILS’.
09.06.1993 Repair ‘HANDRAILS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1993 Repair ‘BRAKE CONTROL PIPE’.
31.08.1993 Repair ‘HANDRAILS’.
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31.08.1993 Repair ‘SIDE MEMBER’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘DOOR LOCK MECHANISM’.
22.09.1993 Repair ‘HANDRAILS’.
22.09.1993 Repair ‘LADDER’.
22.09.1993 Repair ‘SIDE MEMBER’.
22.09.1993 Repair ‘SIDE STEP’.
27.10.1993 Repair ‘AXLEBOX’.
27.10.1993 Repair ‘HANDRAILS’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BODY COMPLETE’.
01.12.1993 Repair ‘END BRAKE COCK’.
01.12.1993 Repair ‘HANDRAILS’.
01.12.1993 Repair ‘STEP’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5009

Details: wagon ‘AHJL 5009 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $3650
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-8
Date Built: 09.04.1937
Operating System: AN
Intended Use: COKE
Remarks: EX AHAF 9505 & AHAL 9510
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 12.07.1996
Due Triple Valve: 14.12.1994
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 22.11.1993
Last Lift: 27.05.1987

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘END HOSE’.
07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9505 R’
17.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE SPRING’.
19.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9505 R’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAF 9505 R’
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘GRADE CONTROL VALVE’.
09.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9505 R’
14.09.1989 Repair ‘BOGIE SPRING’.
14.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAF 9505 R’
02.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

07.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
10.11.1989 Repair ‘BODY COMPLETE’.
10.11.1989 Repair ‘LADDER’.
10.11.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAF 9505 R’
19.03.1990 Repair ‘END FRAME MEMBER’.
19.03.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAF HOPPER WAGONS. AHAF (RS4497)’.
16.05.1990 Repair ‘HANDRAILS END’.
16.05.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
27.05.1990 Repair ‘BOGIE SPRING’.
27.05.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
18.07.1990 Repair ‘DOOR OPENING MECHANISM’.
18.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAF 9505 R’
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘DOOR LOCK MECHANISM’.
30.08.1990 Repair ‘DOOR OPENING MECHANISM’.
30.08.1990 Repair ‘GRADE CONTROL VALVE’.
30.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1990 Repair ‘VEHICLE COMPLETE’.
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30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9505 R’
27.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAF 9505 R’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1990 Repair ‘HANDBRAKE HANDLE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAF 9505 R’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘END COMPLETE’.
07.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1990 Repair ‘TRAIN PIPE’.
12.12.1990 Repair ‘BODY COMPLETE’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BOGIE SPRING’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘VEHICLE RECLASSIFY’.
12.12.1990 Repair ‘VEHICLE RENUMBERED’.
12.12.1990 Repair ‘VEHICLE RETARE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAF 9505 R’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘DOOR LOCK MECHANISM’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.03.1991 Repair ‘BRAKE LEVER’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘DOOR HINGES AND PINS’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘DOOR LOCK MECHANISM’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
12.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘DISCHARGE DOOR’.
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04.12.1991 Repair ‘DOOR LOCK MECHANISM’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘TRAIN PIPE (END)’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Repair ‘VEHICLE STENCILS’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.01.1992 Repair ‘SIDE STEP’.
23.01.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘END HOSE’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘BRAKE LEVER’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1992 Repair ‘HANDRAILS’.
15.10.1992 Repair ‘SIDE STEP’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK RB95’.
23.02.1993 Repair ‘BRAKE CONTROL PIPE’.
23.02.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘TRAIN PIPE’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘ISOLATING COCK’.
14.12.1993 Repair ‘SIDE STEP’.
14.12.1993 Repair ‘TRAIN PIPE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
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03.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5010

Details: wagon ‘AHJL 5010 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $3950
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 15.07.1937
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL9506 & AHAL17(9507)
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Due Triple Valve: 23.03.1993
Last Brake Cylinder: 23.03.1992
Last Single Car Test: 10.09.1992
Last Lift: 01.12.1986

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.
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12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

24.07.1987 Alteration complete ‘(1) REMOVE FIXED HATCHES (2 PER WAGON). (2)
REMOVE INTERNAL DIVIDING BULKHEADS (2 PER WAGON). (3) REMOVE
DOOR OPERATING HANDWHEELS. (4) RECLASSIFY ‘AHAY’ AND RESUME
ORIGINAL 9000 NUMBER SERIES. AHBY 6, 10, 18, 24. (RS4209)’.

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

05.04.1988 Alteration complete ‘REMOVE HAND WHEELS FROM DOOR
OPERATINGGEAR ON VEHICLES IN COKE TRAFFIC. (RS4277)’.

30.08.1988 Alteration complete ‘FIT 600MM ‘HUNGRY BOARDS’ TO ONE ‘AHAL’
HOPPER WAGON. (RS4321)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE LEVER’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

01.12.1989 Repair ‘END SHEETING’.
01.12.1989 Repair ‘END SHEETING’.
01.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHJL 9506 X’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE LEVER’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BRAKE LEVER’.
12.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
20.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHJL 9506 X’
21.06.1990 Repair ‘HANDRAILS END’.
21.06.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHJL 9506 X’

1427



2. TIMS GROUP INFORMATION - WAGONS

14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘BRAKE BLOCK RB95’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘DOOR OPENING MECHANISM’.
14.07.1990 Repair ‘GRADE CONTROL VALVE’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHJL 9506 X’
22.09.1990 Repair ‘STEP’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHJL 9506 X’
02.10.1990 Repair ‘DOOR OPENING MECHANISM’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
19.10.1990 Repair ‘DOOR LOCK MECHANISM’.
19.10.1990 Repair ‘DOOR OPENING MECHANISM’.
19.10.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHJL 9506 X’
05.11.1990 Repair ‘HANDRAILS’.
05.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHJL 9506 X’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘DOOR LOCK MECHANISM’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHJL 9506 X’
14.01.1991 Repair ‘VEHICLE RECLASSIFY’.
14.01.1991 Repair ‘VEHICLE RENUMBERED’.
14.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHJL 9506 X’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BEARERS’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Repair ‘TRAIN PIPE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE RETARE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRANCH PIPE’.
27.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘TRAIN PIPE’.
22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING

A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DOOR COMPLETE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1991 Repair ‘DOOR LOCK MECHANISM’.
14.01.1992 Repair ‘DISCHARGE DOOR’.
14.01.1992 Repair ‘DOOR LOCK MECHANISM’.
02.03.1992 Repair ‘STANCHION’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BRAKE LEVER’.
23.03.1992 Repair ‘BRAKE PULL ROD’.
23.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.03.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BEARERS’.
02.09.1992 Repair ‘BOGIE BEARINGS’.
02.09.1992 Repair ‘BOGIE COMPLETE’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘BRAKE LEVER’.
02.09.1992 Repair ‘BRAKE PULL ROD’.
02.09.1992 Repair ‘TRAIN PIPE (END)’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘DOOR LOCK MECHANISM’.
07.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1993 Repair ‘END HOSE’.
15.12.1993 Repair ‘STEP’.
15.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
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21.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5011

Details: wagon ‘AHJL 5011 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 04.04.1955
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL2(9588) & AHAL27(9503)
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 04.10.1996
Due Triple Valve: 13.09.1994
Last Brake Cylinder: 01.08.1990
Last Lift: 26.11.1987

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
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FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE
(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1990 Repair ‘DOOR OPENING MECHANISM’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 2 R’
05.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 2 R’
12.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 2 R’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 2 R’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘GRADE CONTROL VALVE’.
30.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 2 R’
14.05.1991 Repair ‘VEHICLE RECLASSIFY’.
14.05.1991 Repair ‘VEHICLE RENUMBERED’.
14.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHAL 2 R’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘END COMPLETE’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘TRAIN PIPE’.
03.06.1991 Repair ‘WHEEL SET’.
06.06.1991 Repair ‘VEHICLE COMPLETE’.
06.06.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Alteration complete ‘ADD MILD STEEL PLATE TO LOCK AS PER

DRAWING A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
13.09.1991 Repair ‘DOOR LOCK MECHANISM’.
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09.12.1991 Repair ‘END BRAKE COCK’.
30.10.1992 Repair ‘HANDRAILS’.
30.10.1992 Repair ‘SIDE STEP’.
30.10.1992 Repair ‘STEP’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘END FRAME MEMBER’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Repair ‘CARD OR CLIP HOLDER’.
19.05.1993 Repair ‘DOOR LOCK MECHANISM’.
19.05.1993 Repair ‘STEP’.
07.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘DOOR LOCK MECHANISM’.
13.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.09.1993 Repair ‘SIDE STEP’.
13.09.1993 Repair ‘YOKE COMPLETE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5012

Details: wagon ‘AHJL 5012 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 17.05.1955
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL8(9591) & AHAL15(9592)
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 03.06.1996
Due Triple Valve: 17.05.1991
Last Brake Cylinder: 25.06.1991
Last Single Car Test: 15.11.1993
Last Lift: 01.06.1983

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
04.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHAL 8 C’
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAL 8 C’
06.11.1989 Repair ‘STANCHION’.
06.11.1989 Repair ‘STANCHION’.
06.11.1989 Repair ‘STEP’.
06.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘AHAL 8 C’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
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THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
20.03.1990 Repair ‘DISCHARGE DOOR’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
04.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
11.04.1990 Repair ‘VEHICLE COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘DOOR LOCK MECHANISM’.
17.05.1990 Repair ‘DOOR OPENING MECHANISM’.
17.05.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
08.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
12.07.1990 Repair ‘HANDRAILS END’.
12.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
27.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘CARD OR CLIP HOLDER’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘DOOR LOCK MECHANISM’.
01.11.1990 Repair ‘GRADE CONTROL VALVE’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘DOOR LOCK MECHANISM’.
21.11.1990 Repair ‘DOOR OPENING MECHANISM’.
21.11.1990 Repair ‘END FRAME MEMBER’.
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21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘HANDBRAKE HANDLE’.
16.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DOOR LOCK MECHANISM’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘END FRAME MEMBER’.
19.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 8 C’
24.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 8 C’
24.05.1991 Repair ‘VEHICLE RECLASSIFY’.
24.05.1991 Repair ‘VEHICLE RENUMBERED’.
24.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHAL 8 C’
20.06.1991 Repair ‘VEHICLE COMPLETE’.
20.06.1991 Repair ‘VEHICLE STENCILS’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BEARERS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘END COMPLETE’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1991 Repair ‘TRAIN PIPE’.
10.07.1991 Repair ‘END HOSE’.
22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING

A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
15.10.1991 Repair ‘DOOR LOCK MECHANISM’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘DOOR LOCK MECHANISM’.
24.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘HANDRAILS’.
22.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1993 Repair ‘SIDE STEP’.
13.04.1993 Repair ‘BRANCH PIPE’.
25.05.1993 Repair ‘CARD OR CLIP HOLDER’.
25.05.1993 Repair ‘DOOR HINGES AND PINS’.
25.05.1993 Repair ‘DOOR LOCK MECHANISM’.
25.05.1993 Repair ‘STEP’.
07.07.1993 Repair ‘SIDE STEP’.
26.07.1993 Repair ‘DISCHARGE DOOR’.
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26.07.1993 Repair ‘DOOR LOCK MECHANISM’.
26.07.1993 Repair ‘DOOR OPENING MECHANISM’.
09.11.1993 Repair ‘HANDRAILS END’.
09.11.1993 Repair ‘STEP’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘SIDE STEP’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5013

Details: wagon ‘AHJL 5013 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-7
Date Built: 20.09.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL20(9581) & AHAL21(9580)
BSG Code: FXHK

Capacity of 66 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 16.08.1996
Due Triple Valve: 13.09.1991
Last Triple Valve: 06.01.1992
Last Brake Cylinder: 08.07.1993
Last Single Car Test: 08.07.1993
Last Lift: 13.11.1986

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BODY COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 20 P’
04.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 20 P’
06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE

(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

17.12.1989 Repair ‘BRANCH PIPE’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHAL 20 P’
11.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 20 P’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
31.08.1990 Repair ‘BRAKE CONTROL PIPE’.
31.08.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AHAL 20 P’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.09.1990 Repair ‘COUPLER KNUCKLE’.
13.09.1990 Repair ‘DOOR LOCK MECHANISM’.
13.09.1990 Repair ‘DOOR OPENING MECHANISM’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
13.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 20 P’
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15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRAKE CONTROL PIPE’.
15.10.1990 Repair ‘BRANCH PIPE’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘END FRAME MEMBER’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 20 P’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘END BRAKE COCK’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 20 P’
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 20 P’
08.04.1991 Repair ‘VEHICLE COMPLETE’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 20 P’
17.04.1991 Repair ‘LADDER’.
17.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 20 P’
05.06.1991 Repair ‘VEHICLE RECLASSIFY’.
05.06.1991 Repair ‘VEHICLE RENUMBERED’.
05.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAL 20 P’
03.07.1991 Repair ‘VEHICLE COMPLETE’.
03.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING

A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘BRANCH PIPE’.
19.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.12.1991 Repair ‘COUPLER COMPLETE’.
19.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1991 Repair ‘TRAIN PIPE’.
10.01.1992 Repair ‘BODY COMPLETE’.
04.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
04.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.02.1993 Repair ‘END BRAKE COCK’.
04.02.1993 Repair ‘HANDRAILS END’.
08.04.1993 Repair ‘HANDRAILS’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘CARD OR CLIP HOLDER’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘END BRAKE COCK’.
11.06.1993 Repair ‘STEP’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BRAKE LEVER’.
07.07.1993 Repair ‘COUPLER COMPLETE’.
07.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1993 Repair ‘TRAIN PIPE’.
07.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Repair ‘YOKE COMPLETE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘SIDE STEP’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 5014

Details: wagon ‘AHJL 5014 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14170
Run Restriction: Trailing Load Restricted‘
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Diagram Book Page No.: CB H-7
Date Built: 26.04.1955
Operating System: AN
Intended Use: COKE
Remarks: EX AHAL14(9589) & AHAL9590
BSG Code: FXHK

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 24.07.1996
Due Triple Valve: 24.10.1991
Last Brake Cylinder: 16.01.1991
Last Single Car Test: 16.09.1991
Last Lift: 19.10.1982

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1989 Alteration complete ‘RECLASSIFY AHBF/Y HOPPERS TO AHAL. TOTAL
NUMBER 16. WORK TO BE DONE AS FOLLOWS: - REMOVE TOPS. - REMOVE
HANDWHEELS. - CUT LARGER OPENINGS IN END PARTITIONS TO ALLOW
FREE FLOW OF COKE. AHBF, AHBY. (EXTRA 750 MM) (RS4390)’. New class:
‘AHAL’.

06.11.1989 Alteration complete ‘JOIN (4) AHAL/F COKE HOPPER WAGONS TO MAKE
(2) AHJL JUMBO COKE HOPPER WAGONS. RECLASSIFY TO AHJL 5001 & 5007.
THIS ALTERATION SUPERCEDES RS4384 AND RS4385. NOTE AHJL5007
(PROTOTYPE 1) COMPLETE. MODIFY EXISTING 50T BG BOGIES BY FITTING
THIRD SPRING. FIT (4) 70T SG BOGIES WITH CENTRE PLATE ADAPTOR.
STENCIL EACH BOGIE ‘FOR USE WITH AHJL HOPPER ONLY’ & CLASSIFY
‘ABBC‘. COLOUR CODE BOGIES AND WAGONS. (RS4458)’. New class: ‘AHJL’.

07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 14 U’
19.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAL 14 U’
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAL 14 U’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘BRAKE PULL ROD’.
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21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AHAL 14 U’

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.

19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘END FRAME MEMBER’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 14 U’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘BRAKE PULL ROD’.
17.10.1990 Repair ‘TRAIN PIPE (END)’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 14 U’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 14 U’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 14 U’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.01.1991 Repair ‘DOOR OPENING MECHANISM’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 14 U’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 14 U’
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR LOCK MECHANISM’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 14 U’
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 14 U’
24.06.1991 Repair ‘VEHICLE RECLASSIFY’.
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24.06.1991 Repair ‘VEHICLE RENUMBERED’.
24.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAL 14 U’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARERS’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘END COMPLETE’.
09.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1991 Repair ‘TRAIN PIPE’.
17.07.1991 Repair ‘VEHICLE COMPLETE’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Alteration ‘ADD MILD STEEL PLATE TO LOCK AS PER DRAWING

A3/W1-110. AHJL 5001 - 5013. (RS4627)’.
04.08.1991 Repair ‘HANDBRAKE HANDLE’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BRAKE LEVER’.
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘DOOR LOCK MECHANISM’.
12.09.1991 Repair ‘TRAIN PIPE (END)’.
14.01.1992 Repair ‘DISCHARGE DOOR’.
14.01.1992 Repair ‘DOOR LOCK MECHANISM’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BRANCH PIPE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘STEP’.
18.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1993 Repair ‘SIDE STEP’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

AHJL 9502

04.04.1990 Reclassified from wagon ‘AHJL 9502 S’ to ’ wagon ‘AHJL 5001 T’.
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AHJL 9506

14.01.1991 Reclassified from wagon ‘AHJL 9506 X’ to ’ wagon ‘AHJL 5010 S’.

AHJL 9510

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHAY TO AHAF - REFER RS4231
(RS3011)’. New class: ‘AHAF’.

22.07.1988 Alteration complete ‘COVERT 8 ‘AHAF’ WAGONS FROM LIMESTONE TO
COKE TRAFFIC AND RECLASSIFY TO ‘AHAL’. RESTENCIL ‘COKE TRAFFIC
WHYALLA - OSBORNE’. FIT MULTI-HOLE PULLRODS. FIT BOGIES EX ‘AHSL’.
REPOSITION BRAKE CYLINDER, TOWING LUG AND STIRRUP STEP.
ALTERATION FORM RS4301 TO BE HANDLED CONCURRENTLY WITH RS4302.
(RS4302)’. New class: ‘AHAL’.

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BEARINGS’.
02.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9510 E’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘END BRAKE COCK’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHAL 9510 E’
10.01.1990 Repair ‘LADDER’.
10.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 9510 E’
25.01.1990 Repair ‘STEP’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHAL 9510 E’
20.04.1990 Repair ‘END FRAME MEMBER’.
20.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 9510 E’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHAL HOPPER WAGONS. AHAL (RS4498)’.
06.05.1990 Repair ‘END HOSE’.
06.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHAL 9510 E’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Repair ‘BRANCH PIPE’.
06.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1990 Repair ‘DOOR OPENING MECHANISM’.
06.07.1990 Repair ‘END FRAME MEMBER’.
06.07.1990 Repair ‘WHEEL SET’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9510 E’
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘DOOR LOCK MECHANISM’.
22.09.1990 Repair ‘END FRAME MEMBER’.
22.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHAL 9510 E’
12.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHAL 9510 E’

AHJL 9585

13.03.1991 Reclassified from wagon ‘AHJL 9585 R’ to ’ wagon ‘AHJL 5005 J’.

2.51 Wagon classification starting with ‘AHL’

AHLL 7

13.02.1997 Reclassified from wagon ‘AHLL 7 D’ to ’ wagon ‘AHWL 7 N’.

AHLL 8

13.02.1997 Reclassified from wagon ‘AHLL 8 M’ to ’ wagon ‘AHWL 8 W’.

AHLL 10

13.02.1997 Reclassified from wagon ‘AHLL 10 R’ to ’ wagon ‘AHWL 10 E’.

AHLL 13

13.02.1997 Reclassified from wagon ‘AHLL 13 V’ to ’ wagon ‘AHWL 13 X’.

AHLL 22

13.02.1997 Reclassified from wagon ‘AHLL 22 U’ to ’ wagon ‘AHWL 22 H’.

AHLL 24

13.02.1997 Reclassified from wagon ‘AHLL 24 P’ to ’ wagon ‘AHWL 24 C’.

AHLL 28

13.02.1997 Reclassified from wagon ‘AHLL 28 F’ to ’ wagon ‘AHWL 28 P’.
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AHLL 29

13.02.1997 Reclassified from wagon ‘AHLL 29 Y’ to ’ wagon ‘AHWL 29 B’.

AHLL 32

13.02.1997 Reclassified from wagon ‘AHLL 32 F’ to ’ wagon ‘AHWL 32 P’.

AHLL 38

13.02.1997 Reclassified from wagon ‘AHLL 38 N’ to ’ wagon ‘AHWL 38 A’.

AHLL 43

13.02.1997 Reclassified from wagon ‘AHLL 43 W’ to ’ wagon ‘AHWL 43 J’.

AHLL 45

13.02.1997 Reclassified from wagon ‘AHLL 45 R’ to ’ wagon ‘AHWL 45 E’.

2.52 Wagon classification starting with ‘AHP’

AHPX 114

10.08.1996 Reclassified from wagon ‘AHPX 114 F’ to ’ wagon ‘AHGX 114 B’.

AHPX 117

13.11.1996 Reclassified from wagon ‘AHPX 117 J’ to ’ wagon ‘AHGX 117 F’.

AHPX 124

14.11.1996 Reclassified from wagon ‘AHPX 124 N’ to ’ wagon ‘AHGX 124 J’.

AHPX 129

11.11.1996 Reclassified from wagon ‘AHPX 129 M’ to ’ wagon ‘AHGX 129 X’.

AHPX 132

05.09.1996 Reclassified from wagon ‘AHPX 132 D’ to ’ wagon ‘AHGX 132 W’.

2.53 Wagon classification starting with ‘AHS’

AHSA 9538

28.06.1988 Reclassified from wagon ‘AHSA 9538 K’ to ’ wagon ‘AHSF 9538 H’.
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AHSA 9552

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

AHSA 9568

06.07.1988 Reclassified from wagon ‘AHSA 9568 L’ to ’ wagon ‘AHSF 9568 X’.

AHSF 9521

Details: wagon ‘AHSF 9521 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 21.04.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 57.1 tonnes

Fleet Grp Code: SD AF SV
Return to Service Date: 18.02.1997
Due Triple Valve: 31.12.1994
Last Brake Cylinder: 31.12.1993
Last Single Car Test: 06.02.1991
Last Lift: 31.07.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.
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22.08.1989 Repair ‘STEP’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1989 Repair ‘NYLON HOSE’.
27.09.1989 Repair ‘LADDER’.
27.09.1989 Repair ‘STEP’.
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1990 Repair ‘BRAKE LEVER’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1990 Repair ‘WHEEL SET’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BRAKE PIN’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘BRANCH PIPE’.
14.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘SIDE STEP’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
18.07.1990 Repair ‘DOOR OPENING MECHANISM’.
07.01.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘DOOR HINGES AND PINS’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘TRAIN PIPE’.
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1991 Repair ‘SIDE BEARER’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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04.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
25.02.1992 Repair ‘HANDBRAKE HANDLE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK OTHER’.
02.05.1992 Repair ‘BRAKE LEVER’.
02.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
02.05.1992 Repair ‘VEHICLE STENCILS’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.08.1992 Repair ‘BRAKE LEVER’.
04.08.1992 Repair ‘COUPLER KNUCKLE’.
04.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1992 Repair ‘BOGIE COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1992 Repair ‘WEAR PLATES & SADDLES’.
26.10.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘SIDE STEP’.
20.08.1993 Repair ‘STEP’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
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15.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

11.08.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9522

Details: wagon ‘AHSF 9522 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 02.05.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSY9522V
BSG Code: FBHZ
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Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 06.01.1997
Due Triple Valve: 12.08.1994
Last Lift: 07.05.1984

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
28.01.1991 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘HOSE FITTINGS’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘DOOR OPENING MECHANISM’.
05.03.1991 Repair ‘SIDE COMPLETE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BRANCH PIPE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.08.1991 Repair ‘END HOSE’.
16.08.1991 Repair ‘STEP’.
11.02.1992 Repair ‘END HOSE’.
16.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘WHEEL SET’.
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04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1993 Repair ‘STEP’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE BLOCK RB101’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.08.1993 Repair ‘STEP’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

07.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
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19.11.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9523

Details: wagon ‘AHSF 9523 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 11.05.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 24.01.1997
Due Triple Valve: 11.09.1994
Last Brake Cylinder: 11.09.1993
Last Lift: 08.08.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘CARD OR CLIP HOLDER’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘DISCHARGE DOOR’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘STEP’.
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11.07.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘SIDE STEP’.
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
25.05.1990 Repair ‘DOOR OPENING MECHANISM’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1991 Repair ‘SIDE STEP’.
07.03.1991 Repair ‘STEP’.
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1991 Repair ‘BRAKE BLOCK RB95’.
09.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Repair ‘END HOSE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘STEP’.
17.08.1991 Repair ‘END HOSE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘STEP’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
23.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
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30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
07.07.1992 Repair ‘HANDRAILS END’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1992 Repair ‘STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Repair ‘BRAKE BLOCK RB101’.
09.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘END BRAKE COCK’.
10.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Repair ‘STEP’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
13.01.1994 Repair ‘BRAKE BLOCK RB101’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
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01.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9524

Details: wagon ‘AHSF 9524 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 11.05.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Due Triple Valve: 23.07.1994
Last Brake Cylinder: 23.07.1993
Last Lift: 30.07.1984

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.
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29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

05.09.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE SPRING’.
14.02.1990 Repair ‘BRAKE BLOCK RB95’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.03.1990 Repair ‘END HOSE’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BRAKE LEVER’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
30.06.1990 Repair ‘DOOR OPENING MECHANISM’.
07.08.1990 Repair ‘DOOR FRAME’.
07.08.1990 Repair ‘DOOR OPENING MECHANISM’.
14.09.1990 Repair ‘HANDBRAKE HANDLE’.
30.11.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.01.1991 Repair ‘COUPLER COMPLETE’.
17.01.1991 Repair ‘DISCHARGE DOOR’.
17.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘DOOR COVERING’.
19.03.1991 Repair ‘DOOR COVERING’.
19.03.1991 Repair ‘DOOR LOCK MECHANISM’.
19.03.1991 Repair ‘SIDE BEARER’.
28.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Repair ‘HANDBRAKE HANDLE’.
17.05.1991 Repair ‘BOGIE SPRING’.
17.05.1991 Repair ‘BOGIE SPRING’.
03.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘END BRAKE COCK’.
09.03.1992 Repair ‘END HOSE’.
09.03.1992 Repair ‘GRADE CONTROL VALVE’.
09.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
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13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS
FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE COMPLETE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘SIDE STEP’.
11.08.1992 Repair ‘BRAKE LEVER’.
21.11.1992 Repair ‘STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Repair ‘BRAKE PIN’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE BLOCK RB101’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘DISCHARGE DOOR’.
23.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
28.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1993 Repair ‘HANDRAILS END’.
21.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘COUPLER KNUCKLE’.
16.11.1993 Repair ‘HANDBRAKE HANDLE’.
21.01.1994 Repair ‘END HOSE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
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PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
24.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9525

Details: wagon ‘AHSF 9525 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 18.05.1944
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Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 24.02.1997
Due Triple Valve: 12.06.1993
Last Brake Cylinder: 01.05.1992
Last Lift: 31.07.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BRANCH PIPE’.
06.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.07.1990 Repair ‘DISCHARGE DOOR’.
06.07.1990 Repair ‘END BRAKE COCK’.
06.07.1990 Repair ‘STEP’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Repair ‘STEP’.
18.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1991 Repair ‘STEP’.
21.01.1992 Repair ‘STEP’.
21.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1992 Repair ‘STEP’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
27.09.1993 Repair ‘BRAKE PIN’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

15.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
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15.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9527

Details: wagon ‘AHSF 9527 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 25.05.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 24.01.1997
Due Triple Valve: 30.04.1993
Last Brake Cylinder: 30.04.1992
Last Lift: 06.06.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

13.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘HANDRAILS END’.
06.10.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
07.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘DOOR OPENING MECHANISM’.
06.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1991 Repair ‘COUPLER COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1991 Repair ‘BOGIE SPRING’.
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘BOGIE SPRING’.
05.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘TRAIN PIPE’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
24.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘SIDE STEP’.
22.01.1992 Repair ‘STEP’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE LEVER’.
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30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
05.09.1992 Repair ‘BOGIE SPRING’.
22.09.1992 Repair ‘STEP’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BRAKE BLOCK RB101’.
10.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.05.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘BOGIE SPRING’.
22.07.1993 Repair ‘STEP’.
25.08.1993 Repair ‘BRAKE BLOCK RB101’.
18.09.1993 Repair ‘BRAKE BLOCK RB101’.
02.12.1993 Repair ‘BOGIE BEARINGS’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE BLOCK RB101’.
07.01.1994 Repair ‘BRAKE BLOCK RB101’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

27.04.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
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15.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
14.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9528

Details: wagon ‘AHSF 9528 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 29.05.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 20.01.1997
Due Triple Valve: 23.05.1994
Last Brake Cylinder: 23.05.1993
Last Lift: 27.08.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘END HOSE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
30.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘DISCHARGE DOOR’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘HANDRAILS END’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
11.05.1990 Repair ‘HANDRAILS END’.
11.05.1990 Repair ‘SIDE STEP’.
26.05.1990 Repair ‘DOOR OPENING MECHANISM’.
09.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘WHEEL SET’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘WHEEL SET’.
06.03.1991 Repair ‘BOGIE SPRING’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘BRAKE LEVER’.
26.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
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26.08.1991 Repair ‘TOP CENTRE PLATE’.
26.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRANCH PIPE’.
17.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘DISCHARGE DOOR’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘SIDE MEMBER’.
30.12.1991 Repair ‘SIDE MEMBER’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.02.1992 Repair ‘BRAKE BLOCK RB95’.
26.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
23.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
27.07.1992 Repair ‘END HOSE’.
04.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BRANCH PIPE’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘EMPTY LOAD VALVE’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
30.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE SPRING’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘END BRAKE COCK’.
23.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
23.05.1993 Repair ‘WHEEL SET’.
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16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
31.08.1993 Repair ‘BRAKE PIN’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘BRAKE BLOCK RB101’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

26.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9529

Details: wagon ‘AHSF 9529 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 01.06.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 03.02.1997
Due Triple Valve: 14.05.1994
Last Brake Cylinder: 06.03.1991
Last Lift: 26.02.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
16.08.1989 Repair ‘BRAKE PIN’.
16.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Repair ‘BOGIE SPRING’.
22.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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17.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
02.10.1990 Repair ‘BOGIE SPRING’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.03.1991 Repair ‘COUPLER KNUCKLE’.
06.03.1991 Repair ‘END FRAME MEMBER’.
06.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
20.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘SIDE SHEET’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DOOR COMPLETE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘STEP’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘DISCHARGE DOOR’.
27.08.1991 Repair ‘SIDE STEP’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1991 Repair ‘END HOSE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.05.1992 Repair ‘SIDE BEARER’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BEARERS’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
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27.08.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BRANCH PIPE’.
14.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.05.1993 Repair ‘COUPLER KNUCKLE’.
14.05.1993 Repair ‘END FRAME MEMBER’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘HANDRAILS END’.
21.07.1993 Repair ‘STEP’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘SIDE STEP’.
03.08.1993 Repair ‘STEP’.
03.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
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10.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9530

Details: wagon ‘AHSF 9530 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 17.06.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 08.01.1997
Due Triple Valve: 31.12.1994
Last Brake Cylinder: 31.12.1993
Last Lift: 30.08.1983

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.
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09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BRAKE LEVER’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
22.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.09.1990 Repair ‘HANDBRAKE HANDLE’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘DOOR OPENING MECHANISM’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BEARERS’.
22.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.12.1991 Repair ‘BRAKE BLOCK RB95’.
27.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
04.10.1992 Repair ‘SIDE STEP’.
12.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1993 Repair ‘BRAKE BLOCK RB101’.
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRAKE BLOCK RB101’.
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26.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘BRAKE BLOCK RB101’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
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07.11.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
31.12.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9531

Details: wagon ‘AHSF 9531 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 19.06.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 23.01.1997
Due Triple Valve: 02.07.1994
Last Brake Cylinder: 02.07.1993
Last Single Car Test: 15.01.1988
Last Lift: 20.05.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘BRAKE PULL ROD’.
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05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘BRAKE BLOCK RB95’.
01.09.1990 Repair ‘BRANCH PIPE’.
01.09.1990 Repair ‘DOOR OPENING MECHANISM’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
05.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BRAKE BLOCK RB95’.
24.09.1990 Repair ‘DOOR LOCK MECHANISM’.
24.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘CARD OR CLIP HOLDER’.
12.06.1991 Repair ‘CARD OR CLIP HOLDER’.
12.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DOOR OPENING MECHANISM’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘BOGIE SPRING’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BRAKE BLOCK RB95’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
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28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1991 Repair ‘BRAKE LEVER’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘DISCHARGE DOOR’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘DOOR LOCK MECHANISM’.
06.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
08.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
27.08.1992 Repair ‘VEHICLE COMPLETE’.
04.10.1992 Repair ‘HANDRAILS END’.
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘BOGIE SPRING’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Repair ‘DISCHARGE DOOR’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘HANDRAILS END’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1993 Repair ‘WHEEL SET’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1993 Repair ‘WHEEL SET’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK RB101’.
12.08.1993 Repair ‘BRAKE PULL ROD’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1993 Repair ‘BRAKE LEVER’.
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17.11.1993 Repair ‘HANDBRAKE HANDLE’.
01.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
27.01.1994 Repair ‘HANDBRAKE HANDLE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9532

Details: wagon ‘AHSF 9532 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 30.06.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 20.01.1997
Due Triple Valve: 28.04.1993
Last Brake Cylinder: 12.06.1992
Last Lift: 07.02.1985

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

15.07.1989 Repair ‘HANDRAILS END’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.01.1990 Repair ‘BOGIE SPRING’.
13.02.1990 Repair ‘END BRAKE COCK’.
13.02.1990 Repair ‘END HOSE’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘END HOSE’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.05.1990 Repair ‘BRANCH PIPE’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.05.1990 Repair ‘DOOR HOPPER LOADING’.
31.05.1990 Repair ‘DOOR OPENING MECHANISM’.
31.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1990 Repair ‘TOP CENTRE PLATE’.
31.05.1990 Repair ‘VEHICLE COMPLETE’.
31.05.1990 Repair ‘VEHICLE COMPLETE’.
04.06.1990 Repair ‘SIDE STEP’.
14.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘BOGIE SPRING’.
11.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘BRAKE LEVER’.
21.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1991 Repair ‘BRANCH PIPE’.
21.08.1991 Repair ‘HANDRAILS END’.
21.08.1991 Repair ‘TOP CENTRE PLATE’.
21.08.1991 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘END HOSE’.
30.12.1991 Repair ‘END HOSE’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘DOOR LOCK MECHANISM’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘GRADE CONTROL VALVE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
16.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.06.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Repair ‘STEP’.
02.10.1993 Repair ‘BRAKE BLOCK RB101’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

13.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
08.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9533

Details: wagon ‘AHSF 9533 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 06.07.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 13.02.1997
Due Triple Valve: 23.04.1994
Last Brake Cylinder: 29.09.1993
Last Single Car Test: 21.05.1991
Last Lift: 14.10.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘DOOR HANDLES’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
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18.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Repair ‘DOOR OPENING MECHANISM’.
22.05.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘STEP’.
23.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘STEP’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1991 Repair ‘BRAKE BLOCK RB95’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘DISCHARGE DOOR’.
16.05.1991 Repair ‘DOOR HINGES AND PINS’.
16.05.1991 Repair ‘DOOR LOCK MECHANISM’.
16.05.1991 Repair ‘DOOR OPENING MECHANISM’.
16.05.1991 Repair ‘DOOR SEAL’.
16.05.1991 Repair ‘SIDE STEP’.
16.05.1991 Repair ‘STEP’.
16.05.1991 Repair ‘TRAIN PIPE’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
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30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘BRANCH PIPE’.
30.04.1992 Repair ‘END HOSE’.
30.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1992 Repair ‘SIDE STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘TWIST LOCK’.
11.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BRAKE BLOCK RB101’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1994 Repair ‘BRAKE BLOCK RB101’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
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02.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9534

Details: wagon ‘AHSF 9534 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 11.07.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 17.02.1997
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 02.05.1992
Last Lift: 16.08.1985

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘DOOR OPENING MECHANISM’.
27.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1990 Repair ‘STEP’.
26.01.1991 Repair ‘STEP’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
22.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1993 Repair ‘BOGIE BEARERS’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Repair ‘SIDE BEARER’.
15.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

13.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9535

Details: wagon ‘AHSF 9535 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 14.07.1944
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Due Triple Valve: 23.05.1994
Last Brake Cylinder: 24.04.1993
Last Single Car Test: 19.01.1988
Last Lift: 11.12.1982

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

02.10.1989 Repair ‘BRAKE LEVER’.
02.10.1989 Repair ‘SIDE STEP’.
07.04.1990 Repair ‘END HOSE’.
27.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1990 Repair ‘BOGIE SPRING’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BRAKE BLOCK OTHER’.
14.09.1990 Repair ‘DISCHARGE DOOR’.
14.09.1990 Repair ‘DOOR LOCK MECHANISM’.
14.09.1990 Repair ‘HANDRAILS END’.
14.09.1990 Repair ‘TRAIN PIPE (END)’.
14.09.1990 Repair ‘TRAIN PIPE’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
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05.03.1991 Repair ‘VEHICLE COMPLETE’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BRAKE BLOCK RB95’.
07.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.08.1991 Repair ‘CARD OR CLIP HOLDER’.
26.08.1991 Repair ‘END HOSE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE LEVER’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘STEP’.
29.12.1991 Repair ‘STEP’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1992 Repair ‘BOGIE COMPLETE’.
26.02.1992 Repair ‘BRAKE BLOCK RB95’.
26.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘STEP’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Repair ‘HANDRAILS END’.
25.03.1993 Repair ‘HANDRAILS END’.
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘GRADE CONTROL VALVE’.
24.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BRAKE BLOCK RB101’.
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21.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.05.1993 Repair ‘DISCHARGE DOOR’.
21.05.1993 Repair ‘LADDER’.
21.05.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Repair ‘WHEEL SET’.
10.06.1993 Repair ‘BRAKE LEVER’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘HANDRAILS END’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
13.11.1993 Repair ‘BRAKE BLOCK RB101’.
23.12.1993 Repair ‘STEP’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
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22.04.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
05.12.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
11.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9538

Details: wagon ‘AHSF 9538 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 02.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 30.01.1997
Due Triple Valve: 23.08.1994
Last Brake Cylinder: 28.04.1992
Last Lift: 01.04.1982

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT

1490



2.53. Wagon classification starting with ‘AHS’

BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSA TO AHSF - REFER RS4231
(RS3014)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.

04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Repair ‘HANDRAILS END’.
04.06.1990 Repair ‘STEP’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
24.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1990 Repair ‘STEP’.
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘DISCHARGE DOOR’.
02.02.1991 Repair ‘SIDE BEARER’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
20.08.1992 Repair ‘SIDE STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1992 Repair ‘BRANCH PIPE’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘DOOR OPENING MECHANISM’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.

1491



2. TIMS GROUP INFORMATION - WAGONS

23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘DOOR HINGES AND PINS’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
02.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1993 Repair ‘DISCHARGE DOOR’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘HAND RELEASE (AIR)’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
11.11.1993 Repair ‘BRAKE PIN’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration complete ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH

SHUNTPADS ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON
END SILL, ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE
EXISTING. PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL
ALL. (RS4905)’.

19.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9540

Details: wagon ‘AHSF 9540 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 08.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 23.01.1997
Due Triple Valve: 03.09.1991
Last Triple Valve: 19.07.1991
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 26.08.1988
Last Lift: 21.08.1986

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘HANDRAILS END’.
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9540 N’
03.11.1989 Repair ‘HANDRAILS END’.
03.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9540 N’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘DOOR OPENING MECHANISM’.
30.11.1989 Repair ‘END BRAKE COCK’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
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30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9540 N’
30.04.1990 Repair ‘SIDE STEP’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9540 N’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.09.1990 Repair ‘DOOR LOCK MECHANISM’.
03.09.1990 Repair ‘DOOR LOCK MECHANISM’.
03.09.1990 Repair ‘DOOR OPENING MECHANISM’.
03.09.1990 Repair ‘STEP’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9540 N’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘VEHICLE RECLASSIFY’.
15.10.1990 Repair ‘VEHICLE STENCILS’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9540 N’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘GRADE CONTROL VALVE’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE BEARINGS’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘COUPLER KNUCKLE’.
10.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
05.04.1991 Repair ‘BRAKE LEVER’.
05.04.1991 Repair ‘BRAKE PULL ROD’.
05.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1991 Repair ‘STEP’.
07.04.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘BOGIE SPRING’.
21.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BRANCH PIPE’.
28.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.09.1991 Repair ‘BRAKE LEVER’.
10.09.1991 Repair ‘BRAKE PULL ROD’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
27.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘END BRAKE COCK’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1993 Repair ‘BRAKE BLOCK RB101’.
24.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1993 Repair ‘END HOSE’.
09.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BRAKE LEVER’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE BLOCK RB101’.
08.11.1993 Repair ‘BRAKE PULL ROD’.
08.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Repair ‘WHEEL SET’.
15.01.1994 Repair ‘BRAKE BLOCK RB101’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

29.05.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9541

Details: wagon ‘AHSF 9541 V’ in AN ‘Mainland Division’.

1496



2.53. Wagon classification starting with ‘AHS’

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 08.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 24.01.1997
Due Triple Valve: 18.03.1995
Last Brake Cylinder: 24.04.1993
Last Single Car Test: 18.03.1994
Last Lift: 15.07.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘DOOR OPENING MECHANISM’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘DISCHARGE DOOR’.
27.07.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘STEP’.
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02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.

24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
29.08.1990 Repair ‘BOGIE SPRING’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘CARD OR CLIP HOLDER’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1990 Repair ‘DOOR OPENING MECHANISM’.
06.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘CARD OR CLIP HOLDER’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘HANDRAILS’.
11.06.1991 Repair ‘BOGIE SPRING’.
14.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BOLSTER’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BRAKE LEVER’.
23.10.1991 Repair ‘BRAKE PIN’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘WHEEL SET’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘BOGIE SPRING’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK OTHER’.
02.05.1992 Repair ‘BRAKE LEVER’.
02.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
02.05.1992 Repair ‘VEHICLE STENCILS’.
19.10.1992 Repair ‘BOGIE SPRING’.
29.10.1992 Repair ‘VEHICLE COMPLETE’.
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11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘STEP’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1993 Repair ‘BRANCH PIPE’.
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1993 Repair ‘BRAKE BLOCK RB101’.
24.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1993 Repair ‘BRAKE BLOCK RB101’.
03.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
12.07.1993 Repair ‘DOOR OPENING MECHANISM’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1994 Repair ‘DOOR OPENING MECHANISM’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
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17.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9542

Details: wagon ‘AHSF 9542 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 08.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 22.01.1997
Due Triple Valve: 10.02.1994
Last Brake Cylinder: 10.02.1993
Last Single Car Test: 19.01.1988
Last Lift: 29.10.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BRAKE PIN’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
06.10.1989 Repair ‘END HOSE’.
07.11.1989 Repair ‘HANDRAILS END’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1990 Repair ‘END HOSE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
04.06.1990 Repair ‘BOGIE SPRING’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DISCHARGE DOOR’.
07.06.1990 Repair ‘DOOR OPENING MECHANISM’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1990 Repair ‘HANDBRAKE HANDLE’.
14.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRAKE BLOCK RB95’.
23.10.1990 Repair ‘END BRAKE COCK’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
02.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1991 Repair ‘BRAKE LEVER’.
02.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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02.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1991 Repair ‘VEHICLE COMPLETE’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
12.01.1991 Repair ‘HOSE FITTINGS’.
21.04.1991 Repair ‘HANDRAILS END’.
21.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
02.11.1991 Repair ‘END HOSE’.
04.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BRANCH PIPE’.
15.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK OTHER’.
02.05.1992 Repair ‘BRAKE LEVER’.
02.05.1992 Repair ‘BRAKE PULL ROD’.
02.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
02.05.1992 Repair ‘VEHICLE STENCILS’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRANCH PIPE’.
10.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
16.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘BRAKE LEVER’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
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04.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

03.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
19.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9543

Details: wagon ‘AHSF 9543 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
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Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 15.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 05.02.1997
Due Triple Valve: 17.01.1995
Last Brake Cylinder: 20.03.1991
Last Single Car Test: 23.01.1988
Last Lift: 29.10.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

20.09.1989 Repair ‘END HOSE’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1989 Repair ‘BRAKE PULL ROD’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.

30.10.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRAKE BLOCK RB95’.
27.02.1991 Repair ‘CARD OR CLIP HOLDER’.
27.02.1991 Repair ‘DOOR OPENING MECHANISM’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1991 Repair ‘WHEEL SET’.
03.03.1991 Repair ‘BOGIE SPRING’.
05.03.1991 Repair ‘BOGIE SPRING’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.03.1991 Repair ‘LADDER’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
04.04.1991 Repair ‘END BRAKE COCK’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
21.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘CARD OR CLIP HOLDER’.
07.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1991 Repair ‘DOOR LOCK MECHANISM’.
07.08.1991 Repair ‘DOOR OPENING MECHANISM’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
22.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1991 Repair ‘LADDER’.
27.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
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30.04.1992 Repair ‘VEHICLE STENCILS’.
14.06.1992 Repair ‘BRANCH PIPE’.
30.09.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1993 Repair ‘END BRAKE COCK’.
10.06.1993 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1993 Repair ‘BRAKE BLOCK RB101’.
03.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘BRAKE BLOCK RB101’.
10.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
10.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1993 Repair ‘END BRAKE COCK’.
12.07.1993 Repair ‘END HOSE’.
22.11.1993 Repair ‘HANDRAILS END’.
30.11.1993 Repair ‘TRAIN PIPE’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BRAKE BLOCK RB101’.
17.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘END BRAKE COCK’.
17.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

04.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
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20.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
08.12.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9544

Details: wagon ‘AHSF 9544 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 19.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 08.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes
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Fleet Grp Code: AF SD SV
Return to Service Date: 13.01.1997
Due Triple Valve: 06.07.1994
Last Brake Cylinder: 30.04.1992
Last Single Car Test: 19.01.1988
Last Lift: 26.11.1985

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

22.03.1988 Alteration complete ‘REMOVE HAMDWHEELS FROM DOOR OPERATING
GEAR ON VEHICLES IN COKE TRAFFIC. ‘AHSF’ WAGONS. (RS4274)’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

21.08.1989 Repair ‘STEP’.
05.10.1989 Repair ‘END BRAKE COCK’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘WHEEL SET’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRAKE LEVER’.
12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BEARINGS’.
09.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
19.05.1990 Repair ‘DOOR OPENING MECHANISM’.
22.05.1990 Repair ‘DOOR OPENING MECHANISM’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DISCHARGE DOOR’.
07.06.1990 Repair ‘END FRAME MEMBER’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BEARINGS’.
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26.10.1990 Repair ‘BOGIE BEARINGS’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘DISCHARGE DOOR’.
26.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘WHEEL SET’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1991 Repair ‘BRAKE PULL ROD’.
13.05.1991 Repair ‘COUPLER KNUCKLE’.
13.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1991 Repair ‘END HOSE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE SPRING’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.09.1991 Repair ‘BOGIE SPRING’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘BRAKE SPRING’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘BRAKE LEVER’.
29.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
21.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘HANDRAILS END’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE SPRING’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
12.09.1993 Repair ‘BRAKE BLOCK RB101’.
29.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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11.02.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

21.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9546

Details: wagon ‘AHSF 9546 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 24.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSY
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 31.01.1997
Due Triple Valve: 07.07.1994
Last Brake Cylinder: 29.04.1992
Last Lift: 23.01.1984

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

05.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1989 Repair ‘BRAKE LEVER’.
01.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘DOOR OPENING MECHANISM’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘WHEEL SET’.
02.11.1989 Repair ‘HOSE FITTINGS’.
19.11.1989 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
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09.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
25.05.1990 Repair ‘DOOR OPENING MECHANISM’.
11.06.1990 Repair ‘END HOSE’.
02.07.1990 Repair ‘HANDRAILS END’.
09.10.1990 Repair ‘STEP’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1991 Repair ‘STEP’.
17.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1992 Repair ‘HOSE FITTINGS’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
27.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘STEP’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1993 Repair ‘BRAKE BLOCK RB101’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘CARD OR CLIP HOLDER’.
07.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1993 Repair ‘BRANCH PIPE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1993 Repair ‘BRAKE BLOCK RB101’.
19.11.1993 Repair ‘BRAKE BLOCK RB101’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.

1512



2.53. Wagon classification starting with ‘AHS’

05.04.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

06.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9547

Details: wagon ‘AHSF 9547 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 26.02.1954
Operating System: AN
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Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 14.02.1997
Due Triple Valve: 21.08.1992
Last Brake Cylinder: 21.08.1991
Last Lift: 16.09.1982

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

30.08.1989 Repair ‘SIDE STEP’.
30.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9547 H’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘LADDER’.
25.10.1989 Repair ‘PARTITION’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9547 H’
30.04.1990 Repair ‘SIDE STEP’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9547 H’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
08.06.1990 Repair ‘BOGIE COMPLETE’.
08.06.1990 Repair ‘VEHICLE RECLASSIFY’.
08.06.1990 Repair ‘VEHICLE STENCILS’.
08.06.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHSL 9547 H’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE LEVER’.
27.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Repair ‘STEP’.
10.01.1991 Repair ‘HOSE FITTINGS’.
29.01.1991 Repair ‘STEP’.
11.04.1991 Repair ‘STEP’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DISCHARGE DOOR’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
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20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1991 Repair ‘STEP’.
14.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1991 Repair ‘END HOSE’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1991 Repair ‘STEP’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BRAKE BLOCK OTHER’.
23.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1992 Repair ‘STEP’.
04.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1993 Repair ‘HANDRAILS END’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1993 Repair ‘BRAKE BLOCK RB101’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

27.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
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13.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
30.11.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9548

Details: wagon ‘AHSF 9548 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 26.02.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 17.01.1997
Due Triple Valve: 01.04.1996
Last Brake Cylinder: 08.04.1992
Last Lift: 30.05.1980

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.
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22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

10.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘BRAKE LEVER’.
05.09.1989 Repair ‘BRAKE PIN’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘STRIKING CASTING’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘DOOR COMPLETE’.
22.02.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘DISCHARGE DOOR’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
14.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Repair ‘STEP’.
26.06.1991 Repair ‘STEP’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘END HOSE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘STEP’.
25.02.1992 Repair ‘HANDRAILS END’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
05.04.1992 Repair ‘WHEEL SET’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘DOOR OPENING MECHANISM’.
08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1992 Repair ‘WHEEL SET’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK RB101’.
02.05.1992 Repair ‘BRAKE LEVER’.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
02.05.1992 Repair ‘VEHICLE STENCILS’.
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16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘STEP’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

14.10.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9549

Details: wagon ‘AHSF 9549 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 19.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 02.03.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 23.01.1997
Due Triple Valve: 29.04.1993
Last Brake Cylinder: 21.07.1993
Last Single Car Test: 18.01.1988
Last Lift: 28.07.1986

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘END HOSE’.
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
14.05.1990 Repair ‘STEP’.
24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
07.08.1990 Repair ‘STEP’.
14.09.1990 Repair ‘HANDBRAKE HANDLE’.
14.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1990 Repair ‘HANDRAILS END’.
15.10.1990 Repair ‘VEHICLE STENCILS’.
24.12.1990 Repair ‘STEP’.
08.05.1991 Repair ‘STEP’.
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19.05.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘BOGIE BEARERS’.
12.06.1991 Repair ‘CARD OR CLIP HOLDER’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1991 Repair ‘BOGIE SPRING’.
12.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1991 Repair ‘HANDRAILS END’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
14.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1992 Repair ‘BOGIE SPRING’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
01.08.1992 Repair ‘HANDRAILS END’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE PULL ROD’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘DOOR OPENING MECHANISM’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘END BRAKE COCK’.
21.07.1993 Repair ‘END HOSE’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
08.09.1993 Repair ‘BRAKE BLOCK RB101’.
18.09.1993 Repair ‘BRAKE BLOCK RB101’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE BLOCK RB101’.
05.01.1994 Repair ‘BRAKE BLOCK RB101’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
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15.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

27.05.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
26.12.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
30.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9550

Details: wagon ‘AHSF 9550 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 05.03.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 21.01.1997
Due Triple Valve: 07.07.1994
Last Brake Cylinder: 06.11.1991
Last Lift: 26.03.1982

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

01.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
23.01.1990 Repair ‘END HOSE’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1990 Repair ‘HANDRAILS END’.
10.04.1990 Repair ‘SIDE STEP’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
18.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1990 Repair ‘HANDRAILS END’.
31.08.1990 Repair ‘BOGIE SPRING’.
24.12.1990 Repair ‘STEP’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE SPRING’.
27.02.1991 Repair ‘CARD OR CLIP HOLDER’.
27.02.1991 Repair ‘DISCHARGE DOOR’.
27.02.1991 Repair ‘END BRAKE COCK’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘BOGIE SPRING’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
10.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘BOGIE BEARERS’.
12.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1991 Repair ‘SIDE STEP’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1991 Repair ‘END HOSE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
07.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1991 Repair ‘END HOSE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BRANCH PIPE’.
06.11.1991 Repair ‘DOOR LOCK MECHANISM’.
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06.11.1991 Repair ‘DOOR OPENING MECHANISM’.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1991 Repair ‘VEHICLE COMPLETE’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
05.04.1992 Repair ‘WHEEL SET’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
09.06.1993 Repair ‘DOOR OPENING MECHANISM’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.06.1993 Repair ‘DISCHARGE DOOR’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘DOOR OPENING MECHANISM’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
31.08.1993 Repair ‘BRAKE LEVER’.
25.10.1993 Repair ‘BRAKE BLOCK RB101’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
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PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
21.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9551

Details: wagon ‘AHSF 9551 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 22.04.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 15.01.1997
Due Triple Valve: 15.04.1993
Last Brake Cylinder: 15.04.1992
Last Lift: 01.09.1983

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.
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16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1989 Repair ‘NYLON HOSE’.
07.09.1989 Repair ‘BRAKE SPRING’.
20.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘STEP’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘DISCHARGE DOOR’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
14.10.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘STEP’.
13.01.1991 Repair ‘END HOSE’.
22.04.1991 Repair ‘BOGIE SPRING’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BEARERS’.
27.08.1991 Repair ‘BOGIE BEARERS’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
22.12.1991 Repair ‘STEP’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.12.1991 Repair ‘BOGIE SPRING’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.02.1992 Repair ‘COUPLER KNUCKLE’.
14.02.1992 Repair ‘DOOR LOCK MECHANISM’.
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13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS
FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.

08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE SPRING’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE SPRING’.
15.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.04.1992 Repair ‘DOOR LOCK MECHANISM’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
31.07.1992 Repair ‘SIDE BEARER’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1993 Repair ‘END HOSE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9553

Details: wagon ‘AHSF 9553 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 05.04.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 24.01.1997
Due Triple Valve: 15.12.1994
Last Brake Cylinder: 28.04.1992
Last Lift: 12.05.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

04.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1989 Repair ‘HANDRAILS’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.01.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.04.1990 Repair ‘HOSE FITTINGS’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
16.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.05.1990 Repair ‘DOOR OPENING MECHANISM’.
18.07.1990 Repair ‘HANDBRAKE HANDLE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘HANDRAILS END’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘WHEEL SET’.
16.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘SIDE COMPLETE’.
06.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.07.1991 Repair ‘SIDE STEP’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Repair ‘SIDE BEARER’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
24.10.1991 Repair ‘HOSE FITTINGS’.
27.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1991 Repair ‘END HOSE’.
31.12.1991 Repair ‘HOSE FITTINGS’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
14.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
12.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Repair ‘SIDE STEP’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘END HOSE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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24.08.1993 Repair ‘BRAKE BLOCK RB101’.
08.09.1993 Repair ‘BRAKE BLOCK RB101’.
20.09.1993 Repair ‘END BRAKE COCK’.
27.10.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.12.1993 Repair ‘DISCHARGE DOOR’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1993 Repair ‘VEHICLE STENCILS’.
22.12.1993 Repair ‘DOOR COMPLETE’.
23.01.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

05.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
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06.10.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9554

Details: wagon ‘AHSF 9554 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 08.04.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 04.02.1997
Due Triple Valve: 31.12.1994
Last Brake Cylinder: 31.12.1993
Last Lift: 20.02.1985

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

23.10.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE SIDEFRAME’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
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21.12.1989 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘END HOSE’.
12.03.1990 Repair ‘BOGIE SPRING’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
14.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE SPRING’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘DOOR OPENING MECHANISM’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘SIDE STEP’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
22.09.1991 Repair ‘END HOSE’.
14.10.1991 Repair ‘END HOSE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE LEVER’.
12.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1992 Repair ‘GRADE CONTROL VALVE’.
15.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
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28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
07.12.1992 Repair ‘VEHICLE COMPLETE’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1993 Repair ‘VEHICLE COMPLETE’.
09.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1993 Repair ‘BOGIE COMPLETE’.
09.01.1993 Repair ‘BRAKE LEVER’.
09.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1993 Repair ‘COUPLER KNUCKLE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
03.07.1993 Repair ‘END HOSE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
31.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9555

Details: wagon ‘AHSF 9555 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 08.04.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 30.01.1997
Due Triple Valve: 01.05.1993
Last Brake Cylinder: 01.05.1992
Last Lift: 05.03.1987

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

12.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘END BRAKE COCK’.
30.12.1989 Repair ‘GRADE CONTROL VALVE’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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29.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘BRANCH PIPE’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Repair ‘CARD OR CLIP HOLDER’.
23.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.04.1990 Repair ‘DOOR OPENING MECHANISM’.
23.04.1990 Repair ‘DOOR OPENING MECHANISM’.
23.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
22.05.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
27.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1991 Repair ‘BRAKE BLOCK RB95’.
10.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘BRAKE BLOCK RB95’.
24.09.1991 Repair ‘BRAKE BLOCK RB95’.
15.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1991 Repair ‘HOSE FITTINGS’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1992 Repair ‘STEP’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
31.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE SPRING’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
30.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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21.11.1992 Repair ‘STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1993 Repair ‘DISCHARGE DOOR’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
18.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
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30.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9556

Details: wagon ‘AHSF 9556 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 19.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 14.05.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 57.1 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 15.01.1997
Due Triple Valve: 30.04.1993
Last Brake Cylinder: 30.04.1992
Last Lift: 06.12.1982

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘BRAKE LEVER’.
13.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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13.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
17.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1990 Repair ‘HANDRAILS’.
09.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
25.05.1990 Repair ‘DOOR OPENING MECHANISM’.
21.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1991 Repair ‘STEP’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BRAKE BLOCK RB101’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1993 Repair ‘BOGIE COMPLETE’.
11.06.1993 Repair ‘HANDRAILS END’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘STEP’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BRAKE LEVER’.
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06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘WHEEL SET’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘STEP’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
21.12.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9557

Details: wagon ‘AHSF 9557 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 19.7tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 12.05.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 22.01.1997
Due Triple Valve: 01.05.1993
Last Brake Cylinder: 01.05.1992
Last Lift: 26.11.1986

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

22.03.1988 Alteration complete ‘REMOVE HAMDWHEELS FROM DOOR OPERATING
GEAR ON VEHICLES IN COKE TRAFFIC. ‘AHSF’ WAGONS. (RS4274)’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

23.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘STEP’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE SPRING’.
06.09.1989 Repair ‘BRANCH PIPE’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1989 Repair ‘SIDE COMPLETE’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘HOSE FITTINGS’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
25.05.1990 Repair ‘DOOR OPENING MECHANISM’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.10.1990 Repair ‘BRAKE BLOCK RB95’.
17.02.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.04.1991 Repair ‘BOGIE SPRING’.
10.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘DOOR LOCK MECHANISM’.
18.06.1991 Repair ‘BOGIE SPRING’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1991 Repair ‘END HOSE’.
25.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1992 Repair ‘END HOSE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘WHEEL SET’.
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘END HOSE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1993 Repair ‘GRADE CONTROL VALVE’.
01.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

05.05.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.

1540



2.53. Wagon classification starting with ‘AHS’

24.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9558

Details: wagon ‘AHSF 9558 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 11.05.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 31.01.1997
Due Triple Valve: 27.09.1994
Last Brake Cylinder: 18.10.1991
Last Single Car Test: 22.01.1988
Last Lift: 17.10.1986
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09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

22.03.1988 Alteration complete ‘REMOVE HAMDWHEELS FROM DOOR OPERATING
GEAR ON VEHICLES IN COKE TRAFFIC. ‘AHSF’ WAGONS. (RS4274)’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BRANCH PIPE’.
07.08.1989 Repair ‘DISCHARGE DOOR’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
16.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
29.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘BRAKE BLOCK RB95’.
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
06.04.1991 Repair ‘TRAIN PIPE’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘END BRAKE COCK’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BRANCH PIPE’.
18.10.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘DISCHARGE DOOR’.
18.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1992 Repair ‘HANDBRAKE HANDLE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
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23.03.1992 Repair ‘HANDRAILS END’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
24.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘BRAKE LEVER’.
23.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Repair ‘HANDRAILS’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BRANCH PIPE’.
27.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘VEHICLE STENCILS’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

14.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9559

Details: wagon ‘AHSF 9559 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 11.05.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 24.01.1997
Due Triple Valve: 11.03.1992
Last Triple Valve: 14.07.1993
Last Brake Cylinder: 11.03.1991
Last Single Car Test: 23.01.1988
Last Lift: 29.10.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

12.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
11.06.1990 Repair ‘BOGIE SPRING’.
25.07.1990 Repair ‘END BRAKE COCK’.
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25.07.1990 Repair ‘END HOSE’.
11.09.1990 Repair ‘HOSE FITTINGS’.
27.01.1991 Repair ‘END BRAKE COCK’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1991 Repair ‘DOOR LOCK MECHANISM’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘STEP’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘GRADE CONTROL VALVE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DISCHARGE DOOR’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘DOOR OPENING MECHANISM’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.12.1991 Repair ‘END BRAKE COCK’.
22.12.1991 Repair ‘END HOSE’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
03.04.1992 Repair ‘WHEEL SET’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK OTHER’.
02.05.1992 Repair ‘BRAKE LEVER’.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
02.05.1992 Repair ‘VEHICLE STENCILS’.
21.11.1992 Repair ‘STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘BRAKE PULL ROD’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘GRADE CONTROL VALVE’.
23.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
14.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
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15.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
29.12.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9560

Details: wagon ‘AHSF 9560 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 25.05.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 23.01.1997
Due Triple Valve: 21.08.1992
Last Brake Cylinder: 28.04.1990
Last Lift: 17.04.1984

09.11.1987 Alteration complete ‘CONVERSION OF 4 OFF ‘AHSL’ WAGONS FROM
COKE TRAFFIC TO LIMESTONE TRAFFIC, AND 4 OFF ‘AHAY’ CONVERTED
FROM LIMESTONE TRAFFIC TO COKE TRAFFIC. AHAY 9506, 9578, 9585, 9593.
TO BE RESLASSIFIED TO AHAL AHSL NO‘S 9560, 9554, 9557, 9558 TO BE
RECLASSIFIED TO AHSF (RS4238)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

09.11.1989 Repair ‘STEP’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1990 Repair ‘BOGIE SPRING’.
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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28.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.04.1990 Repair ‘BRAKE PULL ROD’.
28.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1990 Repair ‘STEP’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
12.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘DOOR OPENING MECHANISM’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘STEP’.
10.05.1991 Repair ‘SIDE SHEET’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
18.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘DOOR LOCK MECHANISM’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
02.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘END HOSE’.
11.07.1991 Repair ‘HANDRAILS END’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1991 Repair ‘END HOSE’.
29.12.1991 Repair ‘STEP’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1992 Repair ‘BRAKE BLOCK RB101’.
27.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘STEP’.
12.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘HANDRAILS END’.
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11.06.1993 Repair ‘BOGIE COMPLETE’.
11.06.1993 Repair ‘VEHICLE COMPLETE’.
11.06.1993 Repair ‘WHEEL SET’.
29.06.1993 Repair ‘BRAKE BLOCK RB101’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
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08.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9561

Details: wagon ‘AHSF 9561 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 24.05.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 05.02.1997
Due Triple Valve: 28.04.1993
Last Brake Cylinder: 11.03.1991
Last Lift: 07.10.1982

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
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24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
26.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1990 Repair ‘END HOSE’.
31.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.10.1990 Repair ‘SIDE BOARDS’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
05.11.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘GRADE CONTROL VALVE’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘SIDE COMPLETE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
22.04.1991 Repair ‘BOGIE SPRING’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DOOR OPENING MECHANISM’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘SIDE STEP’.
14.08.1991 Repair ‘TRAIN PIPE’.
24.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1991 Repair ‘BOGIE COMPLETE’.
24.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1991 Repair ‘DOOR COMPLETE’.
24.08.1991 Repair ‘SIDE STEP’.
24.08.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘DISCHARGE DOOR’.
03.09.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
02.11.1991 Repair ‘END HOSE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘ISOLATING COCK’.
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
25.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
08.02.1992 Repair ‘BRAKE BLOCK RB95’.
16.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
27.04.1992 Repair ‘BRAKE BLOCK OTHER’.
31.07.1992 Repair ‘BOGIE SPRING’.
07.09.1992 Repair ‘HANDRAILS END’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘BRAKE LEVER’.
23.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘DOOR LOCK MECHANISM’.
23.05.1993 Repair ‘STEP’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1993 Repair ‘TRAIN PIPE (END)’.
13.09.1993 Repair ‘BRAKE BLOCK RB101’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘BRAKE BLOCK RB101’.
13.11.1993 Repair ‘BRAKE BLOCK RB95’.
20.11.1993 Repair ‘BRAKE BLOCK RB101’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE BLOCK RB101’.
23.11.1993 Repair ‘WHEEL SET’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

1552



2.53. Wagon classification starting with ‘AHS’

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

26.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
07.01.1997 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9562

Details: wagon ‘AHSF 9562 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 24.05.1954
Operating System: AN
Intended Use: LIMESTONE
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Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 20.01.1997
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 02.05.1992
Last Lift: 30.04.1985

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

08.08.1989 Repair ‘TRAIN PIPE (END)’.
22.10.1989 Repair ‘BRAKE BLOCK RB95’.
22.10.1989 Repair ‘END HOSE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.12.1989 Repair ‘END HOSE’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘BRAKE LEVER’.
27.02.1990 Repair ‘BRAKE PULL ROD’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘WEAR PLATES & SADDLES’.
14.04.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE WEAR PLATES’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1990 Repair ‘SIDE STEP’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘DISCHARGE DOOR’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE SPRING’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
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10.05.1990 Repair ‘GRADE CONTROL VALVE’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
30.06.1990 Repair ‘STEP’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘BRAKE LEVER’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘BRAKE BLOCK RB95’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
30.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘STEP’.
09.07.1991 Repair ‘STEP’.
12.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘TRAIN PIPE’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE CONTROL PIPE’.
23.08.1991 Repair ‘DOOR COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.08.1991 Repair ‘DISCHARGE DOOR’.
27.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘DISCHARGE DOOR’.
19.09.1991 Repair ‘COUPLER COMPLETE’.
19.09.1991 Repair ‘DOOR FRAME’.
19.09.1991 Repair ‘DOOR OPENING MECHANISM’.
19.09.1991 Repair ‘END FRAME MEMBER’.
19.09.1991 Repair ‘END SILL’.
19.09.1991 Repair ‘HANDRAILS END’.
19.09.1991 Repair ‘PARTITION’.
19.09.1991 Repair ‘STEP’.
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19.09.1991 Repair ‘YOKE CARRIER’.
21.01.1992 Repair ‘SIDE STEP’.
08.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK OTHER’.
02.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
02.05.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Repair ‘BOGIE BEARERS’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BEARERS’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘WHEEL SET’.
22.07.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.08.1992 Repair ‘BRAKE LEVER’.
04.08.1992 Repair ‘COUPLER KNUCKLE’.
04.08.1992 Repair ‘GRADE CONTROL VALVE’.
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1993 Repair ‘STEP’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1993 Repair ‘STEP’.
30.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1993 Repair ‘CARD OR CLIP HOLDER’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Repair ‘WHEEL SET’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BRAKE BLOCK RB101’.
15.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
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15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Repair ‘WHEEL SET’.
05.07.1993 Repair ‘RELAY VALVE’.
29.07.1993 Repair ‘END HOSE’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1993 Repair ‘BOGIE BOLSTER’.
10.09.1993 Repair ‘HAND RELEASE (AIR)’.
12.11.1993 Repair ‘END HOSE’.
01.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

03.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
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AHSF 9563

Details: wagon ‘AHSF 9563 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 09.06.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 23.01.1997
Due Triple Valve: 20.07.1988
Last Triple Valve: 01.02.1988
Last Brake Cylinder: 03.05.1993
Last Single Car Test: 09.03.1990
Last Lift: 09.02.1987

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRANCH PIPE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHSL 9563 K’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9563 K’
24.11.1989 Repair ‘DOOR OPENING MECHANISM’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9563 K’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHSL 9563 K’
24.03.1990 Repair ‘STEP’.

1558



2.53. Wagon classification starting with ‘AHS’

24.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AHSL 9563 K’

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.

28.07.1990 Repair ‘BRAKE BLOCK RB95’.
28.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9563 K’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BOGIE COMPLETE’.
16.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘DOOR OPENING MECHANISM’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘VEHICLE RECLASSIFY’.
16.01.1991 Repair ‘VEHICLE STENCILS’.
16.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9563 K’
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Repair ‘HANDRAILS END’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
19.05.1991 Repair ‘END HOSE’.
24.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
28.02.1992 Repair ‘BRAKE PULL ROD’.
28.02.1992 Repair ‘COUPLER KNUCKLE’.
28.02.1992 Repair ‘SIDE STEP’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘HANDRAILS END’.
05.03.1992 Repair ‘STEP’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘BRAKE BLOCK RB101’.
29.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1993 Repair ‘STEP’.
18.09.1993 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
19.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
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07.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9564

Details: wagon ‘AHSF 9564 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 18.06.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 19.02.1997
Due Triple Valve: 30.04.1993
Last Triple Valve: 23.11.1992
Last Brake Cylinder: 12.06.1991
Last Lift: 27.05.1987
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01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
11.09.1989 Repair ‘STEP’.
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE SPRING’.
28.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘STEP’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
07.06.1990 Repair ‘BOGIE SPRING’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
13.01.1991 Repair ‘END HOSE’.
17.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘DOOR OPENING MECHANISM’.
22.01.1991 Repair ‘END HOSE’.
22.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DISCHARGE DOOR’.
12.06.1991 Repair ‘DOOR LOCK MECHANISM’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
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12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1991 Repair ‘BOGIE SPRING’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE SPRING’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE SPRING’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BEARINGS’.
23.11.1992 Repair ‘BRANCH PIPE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.06.1993 Repair ‘BRAKE BLOCK RB101’.
11.06.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘BRAKE BLOCK RB101’.
02.09.1993 Repair ‘END HOSE’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1994 Repair ‘BRAKE BLOCK RB101’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
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ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
26.12.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
01.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9565

Details: wagon ‘AHSF 9565 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 18.06.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 57.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 18.02.1997
Due Triple Valve: 10.11.1990
Last Triple Valve: 28.06.1991
Last Brake Cylinder: 06.11.1991
Last Lift: 24.12.1986

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

20.07.1989 Repair ‘HANDRAILS END’.
20.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9565 F’
16.08.1989 Repair ‘STEP’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHSL 9565 F’
20.10.1989 Repair ‘HANDRAILS END’.
20.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AHSL 9565 F’
06.11.1989 Repair ‘STEP’.
06.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHSL 9565 F’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9565 F’
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.
05.11.1990 Repair ‘HANDRAILS END’.
05.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHSL 9565 F’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
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08.11.1990 Repair ‘DOOR LOCK MECHANISM’.
08.11.1990 Repair ‘DOOR OPENING MECHANISM’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHSL 9565 F’
04.01.1991 Repair ‘STEP’.
04.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘ISOLATING COCK’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1991 Repair ‘STEP’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘GRADE CONTROL VALVE’.
30.04.1991 Repair ‘WHEEL SET’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRANCH PIPE’.
28.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1991 Repair ‘BOGIE SPRING’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BEARERS’.
20.08.1991 Repair ‘DOOR COMPLETE’.
20.08.1991 Repair ‘SIDE BEARER’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘DISCHARGE DOOR’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
12.12.1992 Repair ‘STEP’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘BOGIE SIDEFRAME’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
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02.01.1997 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE COMPLETE’.
06.01.1997 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9566

Details: wagon ‘AHSF 9566 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 23.06.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 19.02.1997
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 16.06.1993
Last Single Car Test: 19.01.1988
Last Lift: 08.09.1983

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
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07.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
24.05.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Repair ‘WHEEL SET’.
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
05.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.09.1990 Repair ‘DISCHARGE DOOR’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
14.09.1990 Repair ‘HANDBRAKE HANDLE’.
07.01.1991 Repair ‘STEP’.
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘BRANCH PIPE’.
12.01.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Repair ‘STEP’.
18.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘END HOSE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1991 Repair ‘END HOSE’.
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07.02.1992 Repair ‘HOSE FITTINGS’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1992 Repair ‘VEHICLE COMPLETE’.
31.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1992 Repair ‘TRAIN PIPE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE PULL ROD’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘BRAKE BLOCK RB101’.
13.11.1993 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
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01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration complete ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH

SHUNTPADS ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON
END SILL, ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE
EXISTING. PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL
ALL. (RS4905)’.

14.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9568

Details: wagon ‘AHSF 9568 X’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 19.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 05.07.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 20.01.1997
Due Triple Valve: 21.08.1992
Last Triple Valve: 29.04.1992
Last Brake Cylinder: 18.10.1991
Last Lift: 01.03.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSA TO AHSF - REFER RS4231
(RS3014)’. New class: ‘AHSF’.

29.07.1988 Alteration complete ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE
WITH VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

30.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘BOGIE SPRING’.
15.12.1989 Repair ‘END HOSE’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘HOSE FITTINGS’.
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.04.1990 Repair ‘GRADE CONTROL VALVE’.
28.04.1990 Repair ‘HANDBRAKE HANDLE’.
28.04.1990 Repair ‘HANDRAILS END’.
28.04.1990 Repair ‘SIDE MEMBER’.
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28.04.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
19.06.1990 Repair ‘BOGIE SPRING’.
31.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1991 Repair ‘BOGIE SPRING’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘BRAKE LEVER’.
07.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1991 Repair ‘WHEEL SET’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1991 Repair ‘HOSE FITTINGS’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.02.1991 Repair ‘SIDE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Repair ‘STEP’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘END BRAKE COCK’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
26.03.1991 Repair ‘STEP’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
10.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1991 Repair ‘COUPLER KNUCKLE’.
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10.08.1991 Repair ‘DOOR OPENING MECHANISM’.
10.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
21.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
16.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DISCHARGE DOOR’.
18.10.1991 Repair ‘GRADE CONTROL VALVE’.
18.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1991 Repair ‘VEHICLE COMPLETE’.
04.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘GRADE CONTROL VALVE’.
14.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.01.1992 Repair ‘HOSE FITTINGS’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
23.04.1992 Repair ‘BOGIE SPRING’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘BRANCH PIPE’.
29.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
31.07.1992 Repair ‘SIDE BEARER’.
31.07.1992 Repair ‘SIDE STEP’.
06.08.1992 Repair ‘BOGIE BOLSTER’.
27.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BRAKE BLOCK RB101’.
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30.12.1993 Repair ‘BRANCH PIPE’.
30.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘BRAKE BLOCK RB101’.
15.01.1994 Repair ‘BRAKE BLOCK RB101’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

28.04.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9569

Details: wagon ‘AHSF 9569 R’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 05.07.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 30.01.1997
Due Triple Valve: 31.12.1994
Last Brake Cylinder: 31.12.1993
Last Single Car Test: 17.07.1990
Last Lift: 27.05.1987

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.10.1989 Repair ‘HANDBRAKE HANDLE’.
30.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘HANDBRAKE HANDLE’.
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28.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘DISCHARGE DOOR’.
13.07.1990 Repair ‘DOOR FRAME’.
13.07.1990 Repair ‘DOOR LOCK MECHANISM’.
13.07.1990 Repair ‘DOOR OPENING MECHANISM’.
13.07.1990 Repair ‘SIDE STEP’.
13.07.1990 Repair ‘STEP’.
13.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1990 Repair ‘BOGIE SPRING’.
05.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1991 Repair ‘STEP’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
12.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘TRAIN PIPE’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1991 Repair ‘BOGIE COMPLETE’.
24.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘BOGIE SPRING’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.09.1991 Repair ‘DISCHARGE DOOR’.
03.09.1991 Repair ‘DOOR OPENING MECHANISM’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
08.10.1991 Repair ‘BOGIE SPRING’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DOOR OPENING MECHANISM’.
18.10.1991 Repair ‘DOOR OPENING MECHANISM’.
18.10.1991 Repair ‘DOOR OPENING MECHANISM’.
18.10.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘HOSE FITTINGS’.
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
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13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS
FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.

08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE SPRING’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
23.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘BRAKE LEVER’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
31.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1993 Repair ‘BRAKE BLOCK RB101’.
23.05.1993 Repair ‘BRAKE PULL ROD’.
23.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.05.1993 Repair ‘DISCHARGE DOOR’.
23.05.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Repair ‘BRAKE BLOCK RB101’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

03.06.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
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26.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9570

Details: wagon ‘AHSF 9570 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 13.07.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 19.02.1997
Due Triple Valve: 31.12.1994
Last Brake Cylinder: 31.12.1993
Last Lift: 01.05.1986

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.
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16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

13.12.1989 Repair ‘BOGIE SPRING’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.03.1990 Repair ‘END HOSE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘BRAKE PIN’.
24.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
28.05.1990 Repair ‘BOGIE SPRING’.
06.09.1990 Repair ‘HANDBRAKE HANDLE’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRANCH PIPE’.
08.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1991 Repair ‘DOOR LOCK MECHANISM’.
08.08.1991 Repair ‘GRADE CONTROL VALVE’.
08.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1991 Repair ‘DISCHARGE DOOR’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘HOSE FITTINGS’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘SIDE STEP’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
08.03.1992 Repair ‘HOSE FITTINGS’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS
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FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
12.12.1992 Repair ‘STEP’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘STEP’.
25.08.1993 Repair ‘BRAKE BLOCK RB101’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘BRAKE BLOCK RB101’.
02.12.1993 Repair ‘BRAKE BLOCK RB101’.
31.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1994 Repair ‘BRAKE BLOCK RB101’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
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15.01.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9571

Details: wagon ‘AHSF 9571 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 13.07.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSY
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 30.11.1996
Due Triple Valve: 06.08.1994
Last Brake Cylinder: 02.05.1992
Last Single Car Test: 28.04.1990
Last Lift: 07.02.1985

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

02.10.1989 Repair ‘END HOSE’.
02.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1990 Repair ‘BRAKE BLOCK RB95’.
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28.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘GRADE CONTROL VALVE’.
28.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘END BRAKE COCK’.
02.05.1990 Repair ‘END HOSE’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
24.05.1990 Repair ‘DOOR OPENING MECHANISM’.
31.08.1990 Repair ‘END HOSE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘CARD OR CLIP HOLDER’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘STEP’.
04.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
19.05.1991 Repair ‘BOGIE SPRING’.
14.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘DOOR OPENING MECHANISM’.
12.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1991 Repair ‘TRAIN PIPE’.
13.09.1991 Repair ‘BODY COMPLETE’.
13.09.1991 Repair ‘BODY COMPLETE’.
11.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
23.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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03.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Repair ‘SIDE STEP’.
11.12.1992 Repair ‘STEP’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
30.06.1993 Repair ‘BRAKE BLOCK RB101’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1993 Repair ‘HANDRAILS END’.
13.11.1993 Repair ‘SIDE STEP’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
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16.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
30.11.1996 Repair ‘VEHICLE COMPLETE’.

AHSF 9572

Details: wagon ‘AHSF 9572 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 13.07.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Corporate ID flag: Y
Fleet Grp Code: SD AF SV
Return to Service Date: 23.01.1997
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 16.06.1993
Last Lift: 01.10.1985

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
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(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

20.09.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘HANDRAILS END’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘END HOSE’.
07.04.1990 Repair ‘END HOSE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
07.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1990 Repair ‘END HOSE’.
04.11.1990 Repair ‘END HOSE’.
26.12.1990 Repair ‘BRAKE BLOCK RB95’.
27.01.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.04.1991 Repair ‘HANDRAILS END’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BRAKE BLOCK RB95’.
22.05.1991 Repair ‘BRANCH PIPE’.
22.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.05.1991 Repair ‘DOOR LOCK MECHANISM’.
22.05.1991 Repair ‘GRADE CONTROL VALVE’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
12.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1991 Repair ‘STEP’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BRANCH PIPE’.
06.08.1991 Repair ‘DOOR LOCK MECHANISM’.
06.08.1991 Repair ‘DOOR OPENING MECHANISM’.
06.08.1991 Repair ‘SIDE SHEET’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
14.08.1991 Repair ‘TRAIN PIPE’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1991 Repair ‘DOOR COMPLETE’.
23.08.1991 Repair ‘SIDE STEP’.
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23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.10.1991 Repair ‘BOGIE SPRING’.
17.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘BRAKE LEVER’.
05.12.1991 Repair ‘END HOSE’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.03.1992 Repair ‘HOSE FITTINGS’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK OTHER’.
30.04.1992 Repair ‘BRAKE LEVER’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘STEP’.
30.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘STEP’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1992 Repair ‘BRAKE BLOCK RB101’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE SPRING’.
16.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Repair ‘SIDE STEP’.
16.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1993 Repair ‘BRAKE BLOCK RB101’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
28.08.1993 Repair ‘GRADE CONTROL VALVE’.
01.09.1993 Repair ‘BRANCH PIPE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BOGIE SIDEFRAME’.
21.09.1993 Repair ‘GRADE CONTROL VALVE’.
21.09.1993 Repair ‘TRAIN PIPE (END)’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
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09.12.1993 Repair ‘HANDBRAKE HANDLE’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9574

Details: wagon ‘AHSF 9574 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 19.07.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSA
BSG Code: FBHZ

Capacity of 55.9 tonnes

Fleet Grp Code: SD AF SV
Return to Service Date: 05.01.1997
Due Triple Valve: 25.08.1994
Last Brake Cylinder: 28.04.1992
Last Lift: 05.03.1987

01.04.1986 Alteration complete ‘REMOVE HOPPER DOOR OPERATING
HANDWHEELS. AHAA 9502-9595. AHSA 9521-9574. (RS4113)’.

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

14.01.1988 Alteration complete ‘RECLASSIFY AHSY TO AHSF - REFER RS4231
(RS3015)’. New class: ‘AHSF’.

29.07.1988 Alteration ‘REPLACE EXISTING CROSS SHAFT HANDBRAKE WITH
VERTICAL WHEEL GEARED HANDBRAKE. FIT NEW FOOTSTEPS AND
HANDRAILS. ‘AHSY’ AND ‘AHSF’ HOPPER WAGONS. (C1856)’.

06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘HANDBRAKE HANDLE’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
26.05.1990 Repair ‘DOOR OPENING MECHANISM’.
10.08.1990 Repair ‘BRANCH PIPE’.

1589



2. TIMS GROUP INFORMATION - WAGONS

28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘DISCHARGE DOOR’.
28.08.1990 Repair ‘DOOR FRAME’.
28.08.1990 Repair ‘WHEEL SET’.
26.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1991 Repair ‘CARD OR CLIP HOLDER’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
11.12.1992 Repair ‘HANDRAILS END’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
31.07.1993 Repair ‘BRAKE BLOCK RB101’.
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘BRAKE BLOCK OTHER’.
14.08.1993 Repair ‘COUPLER KNUCKLE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘TRAIN PIPE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRANCH PIPE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘BOGIE SIDEFRAME’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1993 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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06.01.1994 Repair ‘BRAKE BLOCK RB101’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

05.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1997 Repair ‘VEHICLE COMPLETE’.
07.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9575

Details: wagon ‘AHSF 9575 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 02.08.1954
Operating System: AN
Intended Use: LIMESTONE
Remarks: EX AHSL
BSG Code: FBHZ

Capacity of 57.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SD SV
Return to Service Date: 24.01.1997
Due Triple Valve: 07.07.1994
Last Brake Cylinder: 02.10.1991
Last Lift: 28.10.1986

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

22.07.1988 Alteration complete ‘CONVERT 8 ‘AHSL’ WAGONS FROM COKE TRAFFIC
TO LIMESTONE TRAFFIC. FIT BOGIES EX ‘AHAF’ REMOVE STENCIL ‘COKE
TRAFFIC, WHYALLA - OSBORNE’ RECLASSIFY TO ‘AHSF’ ALTERATION FORM
‘RS 4302’ TO BE HANDLED CONCURRENTLY WITH ‘RS 4301’ (RS4301)’. New
class: ‘AHSF’.

09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSF HOPPER WAGONS. AHSF (RS4499)’.
26.05.1990 Repair ‘DOOR OPENING MECHANISM’.
27.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘BOGIE SPRING’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘CARD OR CLIP HOLDER’.
06.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1990 Repair ‘BRAKE BLOCK RB95’.
21.10.1990 Repair ‘BOGIE SPRING’.
30.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRANCH PIPE’.
07.01.1991 Repair ‘DOOR LOCK MECHANISM’.
07.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1991 Repair ‘CARD OR CLIP HOLDER’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Repair ‘BRAKE BLOCK RB95’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BRAKE BLOCK RB95’.
07.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.08.1991 Repair ‘DOOR OPENING MECHANISM’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘HANDRAILS END’.
14.08.1991 Repair ‘SIDE STEP’.
14.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘TRAIN PIPE (END)’.
14.08.1991 Repair ‘TRAIN PIPE’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.08.1991 Repair ‘GRADE CONTROL VALVE’.
23.08.1991 Repair ‘STEP’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘DISCHARGE DOOR’.
25.09.1991 Repair ‘DOOR HINGES AND PINS’.
25.09.1991 Repair ‘DOOR OPENING MECHANISM’.
25.09.1991 Repair ‘END FRAME MEMBER’.
25.09.1991 Repair ‘END SILL’.
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘SIDE MEMBER’.
25.09.1991 Repair ‘SIDE SHEET’.
25.09.1991 Repair ‘STEP’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘VEHICLE STENCILS’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘CARD OR CLIP HOLDER’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘DOOR HOPPER LOADING’.
02.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DISCHARGE DOOR’.
18.10.1991 Repair ‘DISCHARGE DOOR’.
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18.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
22.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Alteration complete ‘MODIFY BOGIE BRAKE HEADS ON ‘AHSF’ HOPPERS

FOR FITTING OF RB101 HIGH FRICTION BRAKE BLOCKS. AHSF. (RS4680)’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
21.11.1992 Repair ‘SIDE STEP’.
21.11.1992 Repair ‘SIDE STEP’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘BOGIE SPRING’.
10.06.1993 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE SPRING’.
07.07.1993 Repair ‘BRAKE BLOCK RB101’.
07.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘WHEEL SET’.
31.08.1993 Repair ‘BRAKE LEVER’.
19.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
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17.10.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
08.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSF 9578

16.09.1986 Alteration complete ‘RECLASSIFY ‘AHAA’, ‘AHBA’, ‘AHSA’ TO ‘AHAY’,
‘AHBY’, ‘AHSY’ TO INDICATE SUITABILITY TO RUN AT 80 KM/H
(ROLLINGSTOCK REVIEW GROUP RECOMMENDATION). ENSURE THAT
BOGIES ARE SPRING DAMPED ROLLER BEARING TYPE. AHAA, AHBA, AHSA
(RS4151)’.

12.03.1987 Alteration complete ‘FITTING OF PLATFORM FOOTSTEPS TO ‘AHBY’ &
‘AHAY’ WAGONS. AHBY (20 NO.) AHAY (8 NO.) (RS4186)’.

24.07.1987 Alteration complete ‘(1) REMOVE FIXED HATCHES (2 PER WAGON). (2)
REMOVE INTERNAL DIVIDING BULKHEADS (2 PER WAGON). (3) REMOVE
DOOR OPERATING HANDWHEELS. (4) RECLASSIFY ‘AHAY’ AND RESUME
ORIGINAL 9000 NUMBER SERIES. AHBY 6, 10, 18, 24. (RS4209)’.

AHSL 9537

Details: wagon ‘AHSL 9537 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.3tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 02.02.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHSA
BSG Code: FXHK

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 12.01.1997
Due Triple Valve: 24.05.1994
Last Brake Cylinder: 24.05.1993
Last Single Car Test: 05.04.1991
Last Lift: 28.10.1986

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

16.08.1989 Repair ‘HANDRAILS END’.
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BRANCH PIPE’.
06.11.1989 Repair ‘VEHICLE COMPLETE’.
30.12.1989 Repair ‘HANDRAILS END’.
20.01.1990 Repair ‘STEP’.
03.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘DOOR OPENING MECHANISM’.
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01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘HANDRAILS END’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘DOOR LOCK MECHANISM’.
05.12.1990 Repair ‘STEP’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRAKE PULL ROD’.
02.10.1991 Repair ‘GRADE CONTROL VALVE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.11.1991 Repair ‘DISCHARGE DOOR’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
16.02.1992 Repair ‘BRAKE BLOCK RB95’.
09.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BEARERS’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘BRAKE LEVER’.
27.04.1992 Repair ‘HANDRAILS END’.
27.04.1992 Repair ‘STANCHION’.
27.04.1992 Repair ‘STEP’.
27.04.1992 Repair ‘TRAIN PIPE (END)’.
27.04.1992 Repair ‘VEHICLE COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BRAKE LEVER’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
29.04.1992 Repair ‘GRADE CONTROL VALVE’.
29.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1992 Repair ‘VEHICLE COMPLETE’.
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05.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BRAKE BLOCK RB95’.
11.12.1992 Repair ‘STEP’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘DISCHARGE DOOR’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘BRAKE BLOCK RB101’.
15.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1994 Repair ‘BRAKE BLOCK RB95’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
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23.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSL 9539

Details: wagon ‘AHSL 9539 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 02.02.1954
Operating System: AN
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Intended Use: COKE
Remarks: EX AHSA
BSG Code: FXHK

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 19.02.1997
Due Triple Valve: 23.10.1992
Last Brake Cylinder: 10.02.1993
Last Single Car Test: 13.03.1989
Last Lift: 03.12.1982

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.

15.06.1990 Repair ‘HANDRAILS END’.
15.06.1990 Repair ‘SIDE STEP’.
30.08.1990 Repair ‘STEP’.
31.08.1990 Repair ‘SIDE STEP’.
09.10.1990 Repair ‘SIDE STEP’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘DOOR LOCK MECHANISM’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
13.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1990 Repair ‘CARD OR CLIP HOLDER’.
17.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.11.1990 Repair ‘COUPLER KNUCKLE’.
17.11.1990 Repair ‘DISCHARGE DOOR’.
17.11.1990 Repair ‘GRADE CONTROL VALVE’.
17.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1990 Repair ‘SIDE STEP’.
30.11.1990 Repair ‘STEP’.
18.04.1991 Repair ‘HANDRAILS END’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1991 Repair ‘BRANCH PIPE’.
03.07.1991 Repair ‘HANDRAILS’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1991 Repair ‘STEP’.
10.09.1991 Repair ‘HANDRAILS END’.
01.10.1991 Repair ‘STEP’.
11.10.1991 Repair ‘STEP’.
11.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
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19.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.10.1991 Repair ‘TRAIN PIPE (END)’.
19.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘END BRAKE COCK’.
02.11.1991 Repair ‘END HOSE’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘DOOR OPENING MECHANISM’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1992 Repair ‘VEHICLE STENCILS’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘WHEEL SET’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1992 Repair ‘BRAKE BLOCK RB95’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BRANCH PIPE’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘GRADE CONTROL VALVE’.
10.02.1993 Repair ‘ISOLATING COCK’.
10.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1993 Repair ‘BOGIE COMPLETE’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
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02.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSL 9540

15.10.1990 Reclassified from wagon ‘AHSL 9540 N’ to ’ wagon ‘AHSF 9540 M’.

AHSL 9545

Details: wagon ‘AHSL 9545 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
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Date Built: 24.02.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHSA
BSG Code: FXHK

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 11.02.1997
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 23.12.1993
Last Single Car Test: 01.07.1991
Last Lift: 16.11.1982

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1989 Repair ‘STEP’.
18.01.1990 Repair ‘SIDE STEP’.
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.04.1990 Repair ‘COUPLER COMPLETE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘END HOSE’.
15.01.1991 Repair ‘HANDRAILS END’.
22.01.1991 Repair ‘STEP’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.06.1991 Repair ‘COUPLER COMPLETE’.
28.06.1991 Repair ‘SIDE BEARER’.
28.06.1991 Repair ‘TOP CENTRE PLATE’.
28.06.1991 Repair ‘YOKE COMPLETE’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
02.10.1991 Repair ‘DOOR OPENING MECHANISM’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
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29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘BRANCH PIPE’.
29.09.1992 Repair ‘COUPLER KNUCKLE’.
29.09.1992 Repair ‘GRADE CONTROL VALVE’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘DOOR COMPLETE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘HANDRAILS END’.
19.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1993 Repair ‘BRAKE BLOCK RB95’.
23.12.1993 Repair ‘BRAKE BLOCK RB95’.
23.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
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28.10.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
11.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSL 9547

08.06.1990 Reclassified from wagon ‘AHSL 9547 H’ to ’ wagon ‘AHSF 9547 G’.

AHSL 9548

12.01.1989 Reclassified from wagon ‘AHSL 9548 Q’ to ’ wagon ‘AHSF 9548 P’.

AHSL 9549

14.12.1988 Reclassified from wagon ‘AHSL 9549 C’ to ’ wagon ‘AHSF 9549 B’.

AHSL 9550

01.12.1988 Reclassified from wagon ‘AHSL 9550 V’ to ’ wagon ‘AHSF 9550 U’.

AHSL 9552

Details: wagon ‘AHSL 9552 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 01.01.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHSA
BSG Code: FXHK

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 13.02.1997
Due Triple Valve: 13.05.1992
Last Brake Cylinder: 19.05.1992
Last Lift: 11.11.1986
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10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

03.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1989 Repair ‘END BRAKE COCK’.
30.12.1989 Repair ‘SIDE STEP’.
02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING

SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.
16.12.1990 Repair ‘LADDER’.
16.12.1990 Repair ‘STEP’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRANCH PIPE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘DOOR LOCK MECHANISM’.
02.01.1991 Repair ‘DOOR OPENING MECHANISM’.
02.01.1991 Repair ‘GRADE CONTROL VALVE’.
22.01.1991 Repair ‘SIDE STEP’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRANCH PIPE’.
13.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘SIDE STEP’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1992 Repair ‘HANDRAILS END’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1992 Repair ‘SIDE STEP’.
07.12.1992 Repair ‘VEHICLE COMPLETE’.
08.12.1992 Repair ‘STEP’.
12.12.1992 Repair ‘BRAKE BLOCK RB95’.
12.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1993 Repair ‘STEP’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘END HOSE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
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05.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
20.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

AHSL 9554

01.01.1988 Reclassified from wagon ‘AHSL 9554 L’ to ’ wagon ‘AHSF 9554 K’.

AHSL 9557

01.01.1988 Reclassified from wagon ‘AHSL 9557 P’ to ’ wagon ‘AHSF 9557 Y’.
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AHSL 9560

10.12.1987 Reclassified from wagon ‘AHSL 9560 G’ to ’ wagon ‘AHSF 9560 F’.

AHSL 9563

16.01.1991 Reclassified from wagon ‘AHSL 9563 K’ to ’ wagon ‘AHSF 9563 J’.

AHSL 9565

08.11.1990 Reclassified from wagon ‘AHSL 9565 F’ to ’ wagon ‘AHSF 9565 E’.

AHSL 9567

Details: wagon ‘AHSL 9567 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.9m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $13940
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB H-10
Date Built: 23.06.1954
Operating System: AN
Intended Use: COKE
Remarks: EX AHSA
BSG Code: FXHK

Capacity of 55.9 tonnes

Fleet Grp Code: AF SD SV
Return to Service Date: 29.01.1997
Due Triple Valve: 06.06.1992
Last Brake Cylinder: 08.07.1993
Last Single Car Test: 23.11.1988
Last Lift: 30.03.1984

10.03.1988 Alteration complete ‘REMOVE HANDWHEELS FROM DOOR OPERATING
MECHANISM ON VEHICLES IN COKE TRAFFIC. (RS4269)’.

26.07.1989 Repair ‘TRAIN PIPE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘STEP’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
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02.05.1990 Alteration complete ‘FIT BUSH AT BOTH ENDS OF DOOR OPERATING
SHAFTS ON AHSL HOPPER WAGONS. AHSL (RS4500)’.

05.11.1990 Repair ‘HANDRAILS END’.
21.11.1990 Repair ‘HANDRAILS END’.
22.01.1991 Repair ‘STEP’.
17.04.1991 Repair ‘HANDRAILS END’.
03.05.1991 Repair ‘CARD OR CLIP HOLDER’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘HANDRAILS END’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘CARD OR CLIP HOLDER’.
07.08.1991 Repair ‘CARD OR CLIP HOLDER’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1991 Repair ‘END BRAKE COCK’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘SIDE SHEET’.
07.08.1991 Repair ‘TRAIN PIPE (END)’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRAKE LEVER’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘DISCHARGE DOOR’.
18.10.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘DISCHARGE DOOR’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
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10.01.1992 Repair ‘END HOSE’.
07.09.1992 Repair ‘AXLEBOX’.
07.09.1992 Repair ‘AXLEBOX’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
15.11.1992 Repair ‘HANDRAILS END’.
21.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1993 Repair ‘BRAKE LEVER’.
01.07.1993 Repair ‘BRAKE PULL ROD’.
01.07.1993 Repair ‘GRADE CONTROL VALVE’.
01.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1993 Repair ‘BRAKE BLOCK RB101’.
19.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1993 Repair ‘END BRAKE COCK’.
01.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Alteration ‘ALL AHSF/AHSL WAGONS TO BE FITTED WITH SHUNTPADS

ON EACH DIAGONAL CORNER OPPOSITE STEP & HANDRAILON END SILL,
ALSO FIT TO SHUNT PADS ABOVE STEPS ON END SILL IF NONE EXISTING.
PAINT SHUNT PADS WHITE ON FOUR CORNERS. AHSF & AHSL ALL. (RS4905)’.

03.08.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
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02.02.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

AHSL 9575

06.01.1989 Reclassified from wagon ‘AHSL 9575 N’ to ’ wagon ‘AHSF 9575 M’.

AHSY 9521

29.08.1988 Reclassified from wagon ‘AHSY 9521 M’ to ’ wagon ‘AHSF 9521 F’.

AHSY 9522

25.07.1988 Reclassified from wagon ‘AHSY 9522 V’ to ’ wagon ‘AHSF 9522 Y’.

AHSY 9523

10.08.1988 Reclassified from wagon ‘AHSY 9523 H’ to ’ wagon ‘AHSF 9523 A’.

AHSY 9524

02.08.1988 Reclassified from wagon ‘AHSY 9524 Q’ to ’ wagon ‘AHSF 9524 J’.

AHSY 9525

26.04.1988 Reclassified from wagon ‘AHSY 9525 C’ to ’ wagon ‘AHSF 9525 S’.

AHSY 9527

15.04.1988 Reclassified from wagon ‘AHSY 9527 U’ to ’ wagon ‘AHSF 9527 N’.

AHSY 9528

25.07.1988 Reclassified from wagon ‘AHSY 9528 G’ to ’ wagon ‘AHSF 9528 W’.
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AHSY 9529

13.08.1988 Reclassified from wagon ‘AHSY 9529 P’ to ’ wagon ‘AHSF 9529 X’.

AHSY 9530

04.08.1988 Reclassified from wagon ‘AHSY 9530 L’ to ’ wagon ‘AHSF 9530 E’.

AHSY 9531

02.08.1988 Reclassified from wagon ‘AHSY 9531 U’ to ’ wagon ‘AHSF 9531 N’.

AHSY 9532

25.07.1988 Reclassified from wagon ‘AHSY 9532 G’ to ’ wagon ‘AHSF 9532 W’.

AHSY 9533

13.04.1988 Reclassified from wagon ‘AHSY 9533 P’ to ’ wagon ‘AHSF 9533 X’.

AHSY 9534

12.05.1988 Reclassified from wagon ‘AHSY 9534 B’ to ’ wagon ‘AHSF 9534 R’.

AHSY 9535

25.07.1988 Reclassified from wagon ‘AHSY 9535 K’ to ’ wagon ‘AHSF 9535 D’.

AHSY 9541

28.06.1988 Reclassified from wagon ‘AHSY 9541 F’ to ’ wagon ‘AHSF 9541 V’.

AHSY 9542

10.08.1988 Reclassified from wagon ‘AHSY 9542 Y’ to ’ wagon ‘AHSF 9542 H’.

AHSY 9543

10.05.1988 Reclassified from wagon ‘AHSY 9543 A’ to ’ wagon ‘AHSF 9543 Q’.

AHSY 9544

29.06.1988 Reclassified from wagon ‘AHSY 9544 J’ to ’ wagon ‘AHSF 9544 C’.

AHSY 9546

11.04.1989 Reclassified from wagon ‘AHSY 9546 E’ to ’ wagon ‘AHSF 9546 U’.

AHSY 9551

30.07.1988 Reclassified from wagon ‘AHSY 9551 N’ to ’ wagon ‘AHSF 9551 G’.
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AHSY 9553

08.08.1988 Reclassified from wagon ‘AHSY 9553 X’ to ’ wagon ‘AHSF 9553 B’.

AHSY 9555

18.05.1988 Reclassified from wagon ‘AHSY 9555 D’ to ’ wagon ‘AHSF 9555 T’.

AHSY 9556

28.06.1988 Reclassified from wagon ‘AHSY 9556 M’ to ’ wagon ‘AHSF 9556 F’.

AHSY 9559

25.07.1988 Reclassified from wagon ‘AHSY 9559 Q’ to ’ wagon ‘AHSF 9559 J’.

AHSY 9561

23.05.1988 Reclassified from wagon ‘AHSY 9561 V’ to ’ wagon ‘AHSF 9561 Y’.

AHSY 9562

26.04.1988 Reclassified from wagon ‘AHSY 9562 H’ to ’ wagon ‘AHSF 9562 A’.

AHSY 9564

30.08.1988 Reclassified from wagon ‘AHSY 9564 C’ to ’ wagon ‘AHSF 9564 S’.

AHSY 9566

07.09.1988 Reclassified from wagon ‘AHSY 9566 U’ to ’ wagon ‘AHSF 9566 N’.

AHSY 9569

07.09.1988 Reclassified from wagon ‘AHSY 9569 B’ to ’ wagon ‘AHSF 9569 R’.

AHSY 9570

25.07.1988 Reclassified from wagon ‘AHSY 9570 U’ to ’ wagon ‘AHSF 9570 N’.

AHSY 9571

29.06.1988 Reclassified from wagon ‘AHSY 9571 G’ to ’ wagon ‘AHSF 9571 W’.

AHSY 9572

25.07.1988 Reclassified from wagon ‘AHSY 9572 P’ to ’ wagon ‘AHSF 9572 X’.

AHSY 9574

28.06.1988 Reclassified from wagon ‘AHSY 9574 K’ to ’ wagon ‘AHSF 9574 D’.
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2.54 Wagon classification starting with ‘AHT’

AHTF 1431

Details: wagon ‘AHTF 1431 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 25.10.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 06.03.1996
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 15.02.1994
Last Lift: 15.01.1979

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

27.06.1989 Alteration complete ‘FIT (4) HANDWHEELS TO DOOR ACTUATORS ON
(1) ‘B’ CLASS HOPPER WAGON FOR TRIAL PURPOSES. B 1 NO. TO BE
SELECTED. (RS4427)’.

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘B 1431 A’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE SPRING’.
20.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘DOOR HANDLES’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘WHEEL SET’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
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24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Repair ‘STEP’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE LEVER’.
26.02.1990 Alteration ‘MANUFACTURE TWO (2) SETS OF WORMS AND WORM

GEARS AND INSTALL ON ‘AHTF’ WAGON. ONE END OF WAGON ONLY TO BE
USED AS PROTOTYPE. AHTF 1431H (RS4480)’.

04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘COUPLER KNUCKLE’.
04.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.05.1990 Repair ‘DOOR OPENING MECHANISM’.
04.05.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1990 Repair ‘YOKE PIN’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.03.1991 Repair ‘BRAKE LEVER’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
29.05.1991 Repair ‘WEAR PLATES & SADDLES’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DOOR COMPLETE’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
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10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS
TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘BRAKE PULL ROD’.
18.06.1992 Repair ‘DOOR OPENING MECHANISM’.
18.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
24.06.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.09.1992 Repair ‘BRAKE LEVER’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘CENTRE SILL’.
18.09.1992 Repair ‘DISCHARGE DOOR’.
18.09.1992 Repair ‘DOOR HINGES AND PINS’.
18.09.1992 Repair ‘DOOR LOCK MECHANISM’.
18.09.1992 Repair ‘DOOR OPENING MECHANISM’.
18.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1992 Repair ‘HANDRAILS’.
18.09.1992 Repair ‘HANDRAILS END’.
18.09.1992 Repair ‘LADDER’.
18.09.1992 Repair ‘SIDE STEP’.
18.09.1992 Repair ‘STEP’.
18.09.1992 Repair ‘TRAIN PIPE (END)’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARERS’.
19.10.1992 Repair ‘DOOR HOPPER LOADING’.
19.10.1992 Repair ‘SIDE BEARER’.
24.02.1993 Repair ‘BOGIE BRAKE SHOE’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘TRAIN PIPE (END)’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1432

Details: wagon ‘AHTF 1432 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 02.04.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 08.08.1996
Due Triple Valve: 16.06.1993
Last Brake Cylinder: 22.05.1990
Last Single Car Test: 16.02.1994
Last Lift: 01.10.1984

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘BRAKE PULL ROD’.
15.05.1990 Repair ‘BRANCH PIPE’.
15.05.1990 Repair ‘CARD OR CLIP HOLDER’.
15.05.1990 Repair ‘DOOR OPENING MECHANISM’.
15.05.1990 Repair ‘END BRAKE COCK’.
15.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1990 Repair ‘TOP CENTRE PLATE’.
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15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘SHUNT PAD’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1991 Repair ‘YOKE COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘DOOR COMPLETE’.
19.04.1991 Repair ‘DOOR OPENING MECHANISM’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘TRAIN PIPE (END)’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR COMPLETE’.
30.07.1991 Repair ‘DOOR HANDLES’.
30.07.1991 Repair ‘SIDE BEARER’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Repair ‘WEAR PLATES & SADDLES’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DOOR LOCK MECHANISM’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1991 Repair ‘VEHICLE STENCILS’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘CENTRE SILL’.
16.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.06.1992 Repair ‘DISCHARGE DOOR’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Repair ‘DOOR LOCK MECHANISM’.
16.06.1992 Repair ‘DOOR OPENING MECHANISM’.
16.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1992 Repair ‘HANDRAILS’.
16.06.1992 Repair ‘HANDRAILS END’.
16.06.1992 Repair ‘SIDE STEP’.
16.06.1992 Repair ‘STEP’.
16.06.1992 Repair ‘VEHICLE COMPLETE’.
16.06.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARERS’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘COUPLER KNUCKLE’.
21.10.1992 Repair ‘DISCHARGE DOOR’.
21.10.1992 Repair ‘RELAY VALVE’.
21.10.1992 Repair ‘SIDE BEARER’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.12.1992 Repair ‘BRAKE PIN’.
14.12.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘DISCHARGE DOOR’.
14.12.1992 Repair ‘END HOSE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE LEVER’.
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06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1433

Details: wagon ‘AHTF 1433 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 16.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 02.05.1995
Due Triple Valve: 27.04.1993
Last Brake Cylinder: 06.05.1993
Last Single Car Test: 15.02.1994
Last Lift: 13.08.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1433 S’
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘BRAKE PIN’.
09.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1989 Repair ‘END BRAKE COCK’.
09.11.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK OTHER’.
04.04.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1990 Repair ‘YOKE CARRIER’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘HANDRAILS END’.
25.07.1991 Repair ‘BRAKE PIN’.
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
25.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1991 Repair ‘STEP’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK OTHER’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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17.12.1991 Repair ‘SIDE BEARER’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.02.1992 Repair ‘DOOR HINGES AND PINS’.
05.02.1992 Repair ‘DOOR HOPPER LOADING’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘STEP’.
05.02.1992 Repair ‘TRAIN PIPE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.04.1992 Repair ‘VEHICLE STENCILS’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘DISCHARGE DOOR’.
03.07.1992 Repair ‘DOOR COMPLETE’.
03.07.1992 Repair ‘DOOR LOCK MECHANISM’.
03.07.1992 Repair ‘DOOR OPENING MECHANISM’.
03.07.1992 Repair ‘TRAIN PIPE (END)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘TRAIN PIPE (END)’.
06.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.
16.11.1993 Repair ‘BRAKE PIN’.
16.11.1993 Repair ‘BRAKE PULL ROD’.
16.11.1993 Repair ‘DISCHARGE DOOR’.
16.11.1993 Repair ‘DOOR HINGES AND PINS’.
16.11.1993 Repair ‘DOOR LOCK MECHANISM’.
16.11.1993 Repair ‘DOOR OPENING MECHANISM’.
16.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1993 Repair ‘HANDRAILS’.
16.11.1993 Repair ‘HANDRAILS END’.
16.11.1993 Repair ‘SIDE STEP’.
16.11.1993 Repair ‘STEP’.
16.11.1993 Repair ‘TRAIN PIPE (END)’.
16.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Repair ‘VEHICLE STENCILS’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.

AHTF 1434

Details: wagon ‘AHTF 1434 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 26.03.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes
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Fleet Grp Code: SC SV
Return to Service Date: 12.07.1996
Due Triple Valve: 28.06.1994
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 11.08.1993
Last Lift: 22.02.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1434 E’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1434 E’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1990 Repair ‘TRANSOM’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE LEVER’.
12.03.1990 Repair ‘END HOSE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRAKE BLOCK OTHER’.
14.06.1990 Repair ‘CARD OR CLIP HOLDER’.
14.06.1990 Repair ‘DISCHARGE DOOR’.
14.06.1990 Repair ‘DOOR OPENING MECHANISM’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘YOKE CARRIER’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘CARD OR CLIP HOLDER’.
19.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.11.1990 Repair ‘DOOR OPENING MECHANISM’.
19.11.1990 Repair ‘HANDBRAKE HANDLE’.
19.11.1990 Repair ‘STANCHION’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
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01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘BRAKE PULL ROD’.
18.10.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘DISCHARGE DOOR’.
18.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE CONTROL PIPE’.
06.02.1992 Repair ‘BRAKE LEVER’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘DOOR HINGES AND PINS’.
06.02.1992 Repair ‘DOOR LOCK MECHANISM’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Repair ‘STEP’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘DOOR LOCK MECHANISM’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘DOOR HINGES AND PINS’.
13.05.1992 Repair ‘DOOR HOPPER LOADING’.
13.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.05.1992 Repair ‘TRAIN PIPE’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1992 Repair ‘BRAKE BLOCK RB95’.
29.06.1992 Repair ‘BRAKE CONTROL PIPE’.
29.06.1992 Repair ‘BRAKE LEVER’.
29.06.1992 Repair ‘DOOR COMPLETE’.
29.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
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06.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1993 Repair ‘BRAKE LEVER’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘BRAKE PIN’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘CENTRE SILL’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.06.1993 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1993 Repair ‘DISCHARGE DOOR’.
28.06.1993 Repair ‘DOOR HINGES AND PINS’.
28.06.1993 Repair ‘DOOR LOCK MECHANISM’.
28.06.1993 Repair ‘DOOR OPENING MECHANISM’.
28.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.06.1993 Repair ‘HANDRAILS’.
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘SIDE STEP’.
28.06.1993 Repair ‘STEP’.
28.06.1993 Repair ‘TRAIN PIPE (END)’.
28.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
13.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Repair ‘DISCHARGE DOOR’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1435

Details: wagon ‘AHTF 1435 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 03.12.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 25.06.1996
Due Triple Valve: 29.06.1993
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 15.02.1994
Last Lift: 15.12.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘TOP CENTRE PLATE’.
05.12.1989 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘BRAKE CONTROL PIPE’.
08.03.1991 Repair ‘DOOR COMPLETE’.
08.03.1991 Repair ‘TOP CENTRE PLATE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BRAKE LEVER’.
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30.07.1991 Repair ‘TOP CENTRE PLATE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1991 Repair ‘BRAKE PULL ROD’.
26.09.1991 Repair ‘DOOR OPENING MECHANISM’.
26.09.1991 Repair ‘END FRAME MEMBER’.
26.09.1991 Repair ‘SIDE BEARER’.
26.09.1991 Repair ‘SIDE MEMBER’.
26.09.1991 Repair ‘TOP CENTRE PLATE’.
26.09.1991 Repair ‘TRAIN PIPE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘END FRAME MEMBER’.
21.11.1991 Repair ‘SIDE STEP’.
21.11.1991 Repair ‘TRAIN PIPE (END)’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘HANDRAILS END’.
03.02.1992 Repair ‘STEP’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘BRAKE LEVER’.
22.06.1992 Repair ‘BRANCH PIPE’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BRAKE LEVER’.
16.09.1992 Repair ‘BRAKE PIN’.
16.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘CENTRE SILL’.
16.09.1992 Repair ‘DISCHARGE DOOR’.
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16.09.1992 Repair ‘DOOR HINGES AND PINS’.
16.09.1992 Repair ‘DOOR LOCK MECHANISM’.
16.09.1992 Repair ‘DOOR OPENING MECHANISM’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1992 Repair ‘HANDRAILS’.
16.09.1992 Repair ‘HANDRAILS END’.
16.09.1992 Repair ‘SIDE STEP’.
16.09.1992 Repair ‘STEP’.
16.09.1992 Repair ‘TRAIN PIPE (END)’.
16.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARINGS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘COUPLER KNUCKLE’.
21.10.1992 Repair ‘DISCHARGE DOOR’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1436

Details: wagon ‘AHTF 1436 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
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Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 18.03.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 23.01.1996
Last Brake Cylinder: 06.05.1993
Last Single Car Test: 15.02.1994
Last Lift: 23.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1436 W’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BRAKE CONTROL PIPE’.
09.03.1990 Repair ‘BRAKE PULL ROD’.
09.03.1990 Repair ‘DRAFT GEAR POCKET’.
09.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1990 Repair ‘END COMPLETE’.
09.03.1990 Repair ‘SIDE BEARER’.
09.03.1990 Repair ‘TRAIN PIPE’.
09.03.1990 Repair ‘VEHICLE RECLASSIFY’.
09.03.1990 Repair ‘YOKE COMPLETE’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1436 W’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘LADDER’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘BRANCH PIPE’.
04.01.1991 Repair ‘DOOR OPENING MECHANISM’.
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04.01.1991 Repair ‘END HOSE’.
04.01.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘END BRAKE COCK’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘CENTRE SILL’.
01.08.1991 Repair ‘COUPLER COMPLETE’.
01.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1991 Repair ‘YOKE COMPLETE’.
01.08.1991 Repair ‘YOKE PIN’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRANCH PIPE’.
13.09.1991 Repair ‘DISCHARGE DOOR’.
13.09.1991 Repair ‘DOOR OPENING MECHANISM’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘BRANCH PIPE’.
27.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘END BRAKE COCK’.
16.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1991 Repair ‘TRAIN PIPE (END)’.
16.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Repair ‘BRAKE PIN’.
29.11.1991 Repair ‘DOOR COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
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HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRAKE LEVER’.
11.02.1993 Repair ‘BRAKE PIN’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘DISCHARGE DOOR’.
11.02.1993 Repair ‘DOOR HINGES AND PINS’.
11.02.1993 Repair ‘DOOR LOCK MECHANISM’.
11.02.1993 Repair ‘DOOR OPENING MECHANISM’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1993 Repair ‘HANDRAILS’.
11.02.1993 Repair ‘HANDRAILS END’.
11.02.1993 Repair ‘SIDE STEP’.
11.02.1993 Repair ‘STEP’.
11.02.1993 Repair ‘TRAIN PIPE (END)’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘BRAKE LEVER’.
17.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE CONTROL PIPE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1437

Details: wagon ‘AHTF 1437 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 20.03.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 22.01.1996
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 16.02.1994
Last Lift: 07.10.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1990 Repair ‘BRAKE LEVER’.
15.05.1990 Repair ‘DISCHARGE DOOR’.
15.05.1990 Repair ‘DOOR HOPPER LOADING’.
15.05.1990 Repair ‘DOOR LOCK MECHANISM’.
15.05.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE PULL ROD’.
06.08.1990 Repair ‘DOOR OPENING MECHANISM’.
06.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1990 Repair ‘TOP CENTRE PLATE’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘BRAKE PULL ROD’.
27.02.1991 Repair ‘BRAKE SPRING’.
27.02.1991 Repair ‘BRANCH PIPE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRAKE LEVER’.
05.07.1991 Repair ‘BRAKE PULL ROD’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE CONTROL PIPE’.
19.11.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE LEVER’.
21.07.1992 Repair ‘BRAKE PIN’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
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21.07.1992 Repair ‘CENTRE SILL’.
21.07.1992 Repair ‘DISCHARGE DOOR’.
21.07.1992 Repair ‘DOOR HINGES AND PINS’.
21.07.1992 Repair ‘DOOR LOCK MECHANISM’.
21.07.1992 Repair ‘DOOR OPENING MECHANISM’.
21.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1992 Repair ‘HANDRAILS’.
21.07.1992 Repair ‘HANDRAILS END’.
21.07.1992 Repair ‘SIDE STEP’.
21.07.1992 Repair ‘STEP’.
21.07.1992 Repair ‘TRAIN PIPE (END)’.
21.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARINGS’.
22.10.1992 Repair ‘DISCHARGE DOOR’.
22.10.1992 Repair ‘SIDE BEARER’.
22.10.1992 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BOGIE COMPLETE’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘BRAKE PULL ROD’.
02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRAKE LEVER’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1438

Details: wagon ‘AHTF 1438 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 27.02.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 15.02.1994
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 04.02.1992
Last Single Car Test: 10.01.1994
Last Lift: 11.09.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘B 1438 R’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRANCH PIPE’.
16.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1989 Repair ‘SIDE BEARER’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘DOOR COMPLETE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.06.1990 Repair ‘BRAKE BLOCK OTHER’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘COUPLER COMPLETE’.
13.06.1990 Repair ‘DISCHARGE DOOR’.
13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.06.1990 Repair ‘TRAIN PIPE (END)’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1990 Repair ‘BRAKE PULL ROD’.
14.11.1990 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR LOCK MECHANISM’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘END FRAME MEMBER’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE COMPLETE’.
20.11.1991 Repair ‘DISCHARGE DOOR’.
20.11.1991 Repair ‘DOOR OPENING MECHANISM’.
20.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1992 Repair ‘VEHICLE STENCILS’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘HANDRAILS END’.
03.02.1992 Repair ‘STEP’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1992 Repair ‘DOOR OPENING MECHANISM’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BRAKE LEVER’.
21.12.1992 Repair ‘BRAKE PIN’.
21.12.1992 Repair ‘BRAKE PULL ROD’.
21.12.1992 Repair ‘DISCHARGE DOOR’.
21.12.1992 Repair ‘DOOR HINGES AND PINS’.
21.12.1992 Repair ‘DOOR LOCK MECHANISM’.
21.12.1992 Repair ‘DOOR OPENING MECHANISM’.
21.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.12.1992 Repair ‘HANDRAILS’.
21.12.1992 Repair ‘HANDRAILS END’.
21.12.1992 Repair ‘SIDE STEP’.
21.12.1992 Repair ‘STEP’.
21.12.1992 Repair ‘TRAIN PIPE (END)’.
21.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1992 Repair ‘VEHICLE COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BEARINGS’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘CENTRE SILL’.
10.01.1994 Repair ‘EMPTY LOAD VALVE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.

AHTF 1439

Details: wagon ‘AHTF 1439 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 21.03.1958
Operating System: AN
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Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 17.07.1996
Due Triple Valve: 20.11.1992
Last Triple Valve: 26.11.1993
Last Brake Cylinder: 07.10.1991
Last Single Car Test: 16.02.1994
Last Lift: 27.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1989 Repair ‘VEHICLE STENCILS’.
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘SIDE BEARER’.
14.07.1989 Repair ‘TOP CENTRE PLATE’.
14.07.1989 Repair ‘TRANSOM’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE LEVER’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE BEARERS’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1990 Repair ‘BRAKE PULL ROD’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1990 Repair ‘CARD OR CLIP HOLDER’.
20.11.1990 Repair ‘STEP’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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19.03.1991 Repair ‘DOOR COMPLETE’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
30.10.1991 Repair ‘DOOR HOPPER LOADING’.
30.10.1991 Repair ‘DOOR OPENING MECHANISM’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.11.1991 Repair ‘DOOR OPENING MECHANISM’.
18.11.1991 Repair ‘EMPTY LOAD VALVE’.
18.11.1991 Repair ‘TRAIN PIPE (END)’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘HANDRAILS END’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BRAKE LEVER’.
08.02.1993 Repair ‘BRAKE PIN’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR HINGES AND PINS’.
08.02.1993 Repair ‘DOOR LOCK MECHANISM’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1993 Repair ‘HANDRAILS’.
08.02.1993 Repair ‘HANDRAILS END’.
08.02.1993 Repair ‘SIDE STEP’.
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08.02.1993 Repair ‘STEP’.
08.02.1993 Repair ‘TRAIN PIPE (END)’.
08.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BODY COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘BRANCH PIPE’.
18.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.11.1993 Repair ‘EMPTY LOAD VALVE’.
18.11.1993 Repair ‘UNDERFRAME COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
15.02.1994 Repair ‘BRAKE LEVER’.
15.02.1994 Repair ‘BRAKE PIN’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1440

Details: wagon ‘AHTF 1440 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 25.03.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 22.01.1996
Due Triple Valve: 27.03.1993
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 11.08.1993
Last Lift: 21.09.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘BRAKE LEVER’.
17.08.1989 Repair ‘TRAIN PIPE’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK OTHER’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘DOOR OPENING MECHANISM’.
07.08.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘DOOR HINGES AND PINS’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
19.04.1991 Repair ‘END HOSE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRAKE LEVER’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘STRIKING CASTING’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘DISCHARGE DOOR’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘WEAR PLATES & SADDLES’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘DOOR OPENING MECHANISM’.
27.09.1991 Repair ‘TRAIN PIPE (END)’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘BRAKE CONTROL PIPE’.
15.10.1991 Repair ‘BRAKE PULL ROD’.
15.10.1991 Repair ‘TRAIN PIPE (END)’.
15.10.1991 Repair ‘TRAIN PIPE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Repair ‘SIDE BEARER’.
13.11.1991 Repair ‘VEHICLE STENCILS’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.02.1992 Repair ‘CARD OR CLIP HOLDER’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘LADDER’.
05.02.1992 Repair ‘STEP’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.03.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
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BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BRAKE LEVER’.
08.02.1993 Repair ‘BRAKE PIN’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR HINGES AND PINS’.
08.02.1993 Repair ‘DOOR LOCK MECHANISM’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘END FRAME MEMBER’.
08.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1993 Repair ‘HANDRAILS’.
08.02.1993 Repair ‘HANDRAILS END’.
08.02.1993 Repair ‘SIDE STEP’.
08.02.1993 Repair ‘STEP’.
08.02.1993 Repair ‘TRAIN PIPE (END)’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1441

Details: wagon ‘AHTF 1441 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 26.02.1958
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Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 23.01.1996
Due Triple Valve: 03.05.1990
Last Brake Cylinder: 03.05.1989
Last Single Car Test: 15.02.1994
Last Lift: 28.02.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
05.02.1990 Repair ‘BOGIE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRANCH PIPE’.
13.02.1990 Repair ‘HOSE FITTINGS’.
13.02.1990 Repair ‘NYLON HOSE’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
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26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DOOR HANDLES’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
26.07.1991 Repair ‘END HOSE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘BRAKE PULL ROD’.
30.09.1991 Repair ‘BRANCH PIPE’.
30.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1991 Repair ‘WEAR PLATES & SADDLES’.
30.09.1991 Repair ‘YOKE COMPLETE’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Repair ‘TRAIN PIPE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘DOOR HINGES AND PINS’.
18.11.1991 Repair ‘SIDE BEARER’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘DOOR LOCK MECHANISM’.
21.05.1992 Repair ‘HANDRAILS’.
21.05.1992 Repair ‘HANDRAILS END’.
21.05.1992 Repair ‘SIDE STEP’.
21.05.1992 Repair ‘STEP’.
21.05.1992 Repair ‘TRAIN PIPE (END)’.
21.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1992 Repair ‘SIDE BEARER’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
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CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

21.10.1992 Repair ‘BOGIE BEARINGS’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.12.1992 Repair ‘BRAKE LEVER’.
14.12.1992 Repair ‘BRAKE PIN’.
14.12.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘DISCHARGE DOOR’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘GRADE CONTROL VALVE’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1993 Repair ‘BRAKE LEVER’.
04.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BRAKE PULL ROD’.
16.11.1993 Repair ‘DISCHARGE DOOR’.
16.11.1993 Repair ‘DOOR COMPLETE’.
16.11.1993 Repair ‘DOOR HINGES AND PINS’.
16.11.1993 Repair ‘DOOR LOCK MECHANISM’.
16.11.1993 Repair ‘DOOR OPENING MECHANISM’.
16.11.1993 Repair ‘DOOR SLIDE RAIL’.
16.11.1993 Repair ‘SIDE STEP’.
16.11.1993 Repair ‘UNDERFRAME COMPLETE’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
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14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1442

Details: wagon ‘AHTF 1442 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 21.02.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 25.06.1996
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 15.02.1994
Last Lift: 26.05.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘BRANCH PIPE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE LEVER’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DOOR HANDLES’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE PULL ROD’.
25.09.1991 Repair ‘CENTRE SILL’.
25.09.1991 Repair ‘DOOR OPENING MECHANISM’.
25.09.1991 Repair ‘END FRAME MEMBER’.
25.09.1991 Repair ‘SIDE BEARER’.
25.09.1991 Repair ‘TOP CENTRE PLATE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE LEVER’.
19.08.1992 Repair ‘BRAKE PIN’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘CENTRE SILL’.
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19.08.1992 Repair ‘DISCHARGE DOOR’.
19.08.1992 Repair ‘DOOR HINGES AND PINS’.
19.08.1992 Repair ‘DOOR LOCK MECHANISM’.
19.08.1992 Repair ‘DOOR OPENING MECHANISM’.
19.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1992 Repair ‘HANDRAILS’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘SIDE STEP’.
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘TRAIN PIPE (END)’.
19.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Repair ‘VEHICLE STENCILS’.
03.11.1992 Repair ‘DISCHARGE DOOR’.
14.11.1992 Repair ‘BRAKE LEVER’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘WHEEL SET’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘END BRAKE COCK’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘TRAIN PIPE (END)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1443

Details: wagon ‘AHTF 1443 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 21.02.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 07.03.1995
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 04.08.1992
Last Single Car Test: 04.02.1994
Last Lift: 01.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

07.07.1989 Repair ‘BODY COMPLETE’.
07.07.1989 Repair ‘CARD OR CLIP HOLDER’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE STENCILS’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE LEVER’.
19.11.1990 Repair ‘LADDER’.
03.02.1991 Repair ‘BRAKE BLOCK OTHER’.
03.02.1991 Repair ‘BRAKE LEVER’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘DOOR HINGES AND PINS’.
20.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR LOCK MECHANISM’.
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.06.1991 Repair ‘BRAKE BLOCK RB95’.
08.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘HANDRAILS END’.
08.06.1991 Repair ‘STEP’.
08.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘HANDRAILS END’.
01.10.1991 Repair ‘STEP’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘LADDER’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARINGS’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
29.07.1992 Repair ‘BRAKE LEVER’.
29.07.1992 Repair ‘DISCHARGE DOOR’.
29.07.1992 Repair ‘DOOR HINGES AND PINS’.
29.07.1992 Repair ‘DOOR OPENING MECHANISM’.
29.07.1992 Repair ‘EMPTY LOAD VALVE’.
29.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Repair ‘WHEEL SET’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.10.1992 Repair ‘BRAKE LEVER’.
01.10.1992 Repair ‘BRAKE PIN’.
01.10.1992 Repair ‘BRAKE PULL ROD’.
01.10.1992 Repair ‘DISCHARGE DOOR’.
01.10.1992 Repair ‘DOOR HINGES AND PINS’.
01.10.1992 Repair ‘DOOR LOCK MECHANISM’.
01.10.1992 Repair ‘DOOR OPENING MECHANISM’.
01.10.1992 Repair ‘HANDRAILS’.
01.10.1992 Repair ‘HANDRAILS END’.
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01.10.1992 Repair ‘SIDE STEP’.
01.10.1992 Repair ‘STEP’.
01.10.1992 Repair ‘TRAIN PIPE (END)’.
01.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘SIDE COMPLETE’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1992 Repair ‘BRAKE LEVER’.
14.12.1992 Repair ‘BRAKE PIN’.
14.12.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘DISCHARGE DOOR’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘BRANCH PIPE’.
04.02.1994 Repair ‘DOOR HINGES AND PINS’.
04.02.1994 Repair ‘DOOR HINGES AND PINS’.
04.02.1994 Repair ‘DOOR HINGES AND PINS’.
04.02.1994 Repair ‘DOOR HINGES AND PINS’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

AHTF 1444

Details: wagon ‘AHTF 1444 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 19.02.1958
Operating System: AN
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Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 21.01.1996
Due Triple Valve: 07.10.1992
Last Brake Cylinder: 16.11.1990
Last Single Car Test: 11.08.1993
Last Lift: 08.12.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
07.03.1990 Repair ‘END HOSE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.06.1990 Repair ‘TOP CENTRE PLATE’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.02.1991 Repair ‘BRAKE LEVER’.
03.02.1991 Repair ‘BRAKE LEVER’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1991 Repair ‘BRAKE PIN’.
14.03.1991 Repair ‘DISCHARGE DOOR’.
14.03.1991 Repair ‘DOOR OPENING MECHANISM’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘SIDE BEARER’.
14.03.1991 Repair ‘TOP CENTRE PLATE’.
14.03.1991 Repair ‘TRAIN PIPE (END)’.
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14.03.1991 Repair ‘TRAIN PIPE’.
24.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR LOCK MECHANISM’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘VEHICLE STENCILS’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘BOGIE SPRING’.
25.10.1991 Repair ‘DISCHARGE DOOR’.
25.10.1991 Repair ‘SIDE BEARER’.
25.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.11.1991 Repair ‘STANCHION’.
21.11.1991 Repair ‘TRAIN PIPE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘VEHICLE STENCILS’.
05.05.1992 Repair ‘WHEEL SET’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BRAKE LEVER’.
17.11.1992 Repair ‘BRAKE PIN’.
17.11.1992 Repair ‘BRAKE PULL ROD’.
17.11.1992 Repair ‘DISCHARGE DOOR’.
17.11.1992 Repair ‘DOOR HINGES AND PINS’.
17.11.1992 Repair ‘DOOR LOCK MECHANISM’.
17.11.1992 Repair ‘DOOR OPENING MECHANISM’.
17.11.1992 Repair ‘HANDRAILS’.
17.11.1992 Repair ‘HANDRAILS END’.
17.11.1992 Repair ‘SIDE STEP’.
17.11.1992 Repair ‘STEP’.
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17.11.1992 Repair ‘TRAIN PIPE (END)’.
17.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1445

Details: wagon ‘AHTF 1445 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 19.02.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 19.01.1996
Due Triple Valve: 20.06.1991
Last Brake Cylinder: 26.02.1991
Last Single Car Test: 13.12.1993
Last Lift: 02.07.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.
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04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘END BRAKE COCK’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘BOGIE COMPLETE’.
14.06.1990 Repair ‘BRAKE CONTROL PIPE’.
14.06.1990 Repair ‘BRAKE PULL ROD’.
14.06.1990 Repair ‘BRANCH PIPE’.
14.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.06.1990 Repair ‘DISCHARGE DOOR’.
14.06.1990 Repair ‘DOOR OPENING MECHANISM’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘SIDE BEARER’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘TRAIN PIPE’.
14.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘CARD OR CLIP HOLDER’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘DOOR HINGES AND PINS’.
22.11.1991 Repair ‘DOOR OPENING MECHANISM’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘END BRAKE COCK’.
03.02.1992 Repair ‘HANDRAILS END’.
03.02.1992 Repair ‘STEP’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BRAKE LEVER’.
06.08.1992 Repair ‘BRAKE PIN’.
06.08.1992 Repair ‘BRAKE PULL ROD’.
06.08.1992 Repair ‘CENTRE SILL’.
06.08.1992 Repair ‘DISCHARGE DOOR’.
06.08.1992 Repair ‘DOOR HINGES AND PINS’.
06.08.1992 Repair ‘DOOR LOCK MECHANISM’.
06.08.1992 Repair ‘DOOR OPENING MECHANISM’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1992 Repair ‘HANDRAILS’.
06.08.1992 Repair ‘HANDRAILS END’.
06.08.1992 Repair ‘SIDE STEP’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘TRAIN PIPE (END)’.
06.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.
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12.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARERS’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘DOOR HOPPER LOADING’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
19.10.1992 Repair ‘SIDE BEARER’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘DOOR COMPLETE’.
13.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Repair ‘YOKE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1446

Details: wagon ‘AHTF 1446 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 28.02.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
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BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 06.03.1996
Due Triple Valve: 17.12.1992
Last Single Car Test: 14.12.1993
Last Lift: 15.06.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE CONTROL PIPE’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1990 Repair ‘BRAKE CONTROL PIPE’.
22.05.1990 Repair ‘BRAKE PULL ROD’.
22.05.1990 Repair ‘DOOR COMPLETE’.
22.05.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1990 Repair ‘CARD OR CLIP HOLDER’.
19.11.1990 Repair ‘LADDER’.
19.11.1990 Repair ‘STEP’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BRANCH PIPE’.
18.01.1991 Repair ‘CENTRE SILL’.
18.01.1991 Repair ‘END HOSE’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘DOOR COMPLETE’.
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11.04.1991 Repair ‘DOOR LOCK MECHANISM’.
11.04.1991 Repair ‘DOOR OPENING MECHANISM’.
11.04.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DOOR HANDLES’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BRAKE CONTROL PIPE’.
12.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.09.1991 Repair ‘DISCHARGE DOOR’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘BRAKE PULL ROD’.
26.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1991 Repair ‘SIDE BEARER’.
21.10.1991 Repair ‘DOOR COMPLETE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1991 Repair ‘VEHICLE STENCILS’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE LEVER’.
12.06.1992 Repair ‘BRAKE PIN’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘CENTRE SILL’.
12.06.1992 Repair ‘DISCHARGE DOOR’.
12.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.06.1992 Repair ‘DOOR LOCK MECHANISM’.
12.06.1992 Repair ‘DOOR OPENING MECHANISM’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Repair ‘HANDRAILS’.
12.06.1992 Repair ‘HANDRAILS END’.
12.06.1992 Repair ‘SIDE STEP’.
12.06.1992 Repair ‘STEP’.
12.06.1992 Repair ‘TRAIN PIPE (END)’.
12.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1992 Repair ‘VEHICLE COMPLETE’.
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12.06.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

12.10.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘SIDE BEARER’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘BRAKE PULL ROD’.
14.12.1993 Repair ‘BRAKE PULL ROD’.
14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘DISCHARGE DOOR’.
14.12.1993 Repair ‘DOOR HINGES AND PINS’.
14.12.1993 Repair ‘DOOR HINGES AND PINS’.
14.12.1993 Repair ‘DOOR HINGES AND PINS’.
14.12.1993 Repair ‘DOOR OPENING MECHANISM’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘TRAIN PIPE (END)’.
14.12.1993 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1447

Details: wagon ‘AHTF 1447 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 28.02.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 07.05.1995
Due Triple Valve: 22.04.1992
Last Brake Cylinder: 29.06.1992
Last Single Car Test: 18.03.1994
Last Lift: 28.05.1976

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.01.1991 Repair ‘BOGIE COMPLETE’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.01.1991 Repair ‘DISCHARGE DOOR’.
16.01.1991 Repair ‘DOOR OPENING MECHANISM’.
16.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1991 Repair ‘STEP’.
16.01.1991 Repair ‘TRAIN PIPE (END)’.
16.01.1991 Repair ‘VEHICLE RECLASSIFY’.
16.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1447 Q’
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘TRAIN PIPE (END)’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.04.1991 Repair ‘DOOR HOPPER LOADING’.
10.04.1991 Repair ‘DOOR LOCK MECHANISM’.
10.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.04.1991 Repair ‘DOOR FRAME’.
19.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.05.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.11.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘EMPTY LOAD VALVE’.
19.11.1991 Repair ‘TRAIN PIPE (END)’.
19.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1991 Repair ‘WEAR PLATES & SADDLES’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘BRAKE LEVER’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1992 Repair ‘EMPTY LOAD VALVE’.
10.03.1992 Alteration ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS TO

MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR DOOR
OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS, HANDRAILS,
SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE WAGON NOT
THIS ALTERATION). AHTF. (RS4675)’.

24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1992 Repair ‘BOGIE COMPLETE’.
24.06.1992 Repair ‘BRAKE PULL ROD’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘DOOR HINGES AND PINS’.
24.06.1992 Repair ‘DOOR OPENING MECHANISM’.
24.06.1992 Repair ‘DOOR OPENING MECHANISM’.
24.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BRAKE LEVER’.
18.03.1994 Repair ‘BRAKE PIN’.
18.03.1994 Repair ‘BRAKE PULL ROD’.
18.03.1994 Repair ‘DISCHARGE DOOR’.
18.03.1994 Repair ‘DOOR HINGES AND PINS’.
18.03.1994 Repair ‘DOOR LOCK MECHANISM’.
18.03.1994 Repair ‘DOOR OPENING MECHANISM’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘HANDRAILS’.
18.03.1994 Repair ‘HANDRAILS END’.
18.03.1994 Repair ‘SIDE STEP’.
18.03.1994 Repair ‘STEP’.
18.03.1994 Repair ‘TRAIN PIPE (END)’.
18.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE STENCILS’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

AHTF 1448

Details: wagon ‘AHTF 1448 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 04.03.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 24.06.1996
Due Triple Valve: 28.06.1994
Last Triple Valve: 11.04.1989
Last Brake Cylinder: 27.02.1991
Last Single Car Test: 11.08.1993
Last Lift: 18.06.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BEARERS’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.11.1989 Repair ‘DOOR FRAME’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘FLOOR SUPPORT’.
14.11.1989 Repair ‘SIDE BEARER’.
14.11.1989 Repair ‘TOP CENTRE PLATE’.
14.11.1989 Repair ‘TRAIN PIPE’.
27.11.1989 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE LEVER’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘END BRAKE COCK’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

1666



2.54. Wagon classification starting with ‘AHT’

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘CENTRE SILL’.
14.06.1991 Repair ‘DOOR OPENING MECHANISM’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘WEAR PLATES & SADDLES’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.09.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘COUPLER KNUCKLE’.
13.02.1992 Repair ‘DISCHARGE DOOR’.
13.02.1992 Repair ‘DOOR HINGES AND PINS’.
13.02.1992 Repair ‘DOOR OPENING MECHANISM’.
13.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1992 Repair ‘SIDE BEARER’.
13.02.1992 Repair ‘TOP CENTRE PLATE’.
13.02.1992 Repair ‘YOKE COMPLETE’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BRANCH PIPE’.
01.07.1992 Repair ‘DOOR COMPLETE’.
01.07.1992 Repair ‘DOOR HINGES AND PINS’.
01.07.1992 Repair ‘DOOR LOCK MECHANISM’.
01.07.1992 Repair ‘END BRAKE COCK’.
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01.07.1992 Repair ‘END HOSE’.
01.07.1992 Repair ‘TRAIN PIPE (END)’.
01.07.1992 Repair ‘TRAIN PIPE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘BRAKE PIN’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘CENTRE SILL’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.06.1993 Repair ‘DISCHARGE DOOR’.
28.06.1993 Repair ‘DOOR HINGES AND PINS’.
28.06.1993 Repair ‘DOOR LOCK MECHANISM’.
28.06.1993 Repair ‘DOOR OPENING MECHANISM’.
28.06.1993 Repair ‘HANDRAILS’.
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘SIDE STEP’.
28.06.1993 Repair ‘STEP’.
28.06.1993 Repair ‘TRAIN PIPE (END)’.
28.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1449

Details: wagon ‘AHTF 1449 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 27.03.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 09.01.1996
Due Triple Valve: 03.10.1992
Last Single Car Test: 15.02.1994
Last Lift: 08.07.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘BRANCH PIPE’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘BRAKE BLOCK OTHER’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
29.05.1990 Repair ‘BRANCH PIPE’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘DISCHARGE DOOR’.
23.11.1990 Repair ‘TRAIN PIPE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.05.1991 Repair ‘BRAKE LEVER’.
23.05.1991 Repair ‘BRAKE PIN’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘END BRAKE COCK’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘TRAIN PIPE (END)’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘LADDER’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘DISCHARGE DOOR’.
13.01.1992 Repair ‘DOOR COMPLETE’.
13.01.1992 Repair ‘DOOR HINGES AND PINS’.
13.01.1992 Repair ‘DOOR HOPPER LOADING’.
13.01.1992 Repair ‘DOOR OPENING MECHANISM’.
13.01.1992 Repair ‘TRAIN PIPE (END)’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘DISCHARGE DOOR’.
15.01.1992 Repair ‘DOOR HINGES AND PINS’.
15.01.1992 Repair ‘DOOR OPENING MECHANISM’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE COMPLETE’.
17.06.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRAKE LEVER’.
31.08.1992 Repair ‘BRAKE PIN’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Repair ‘CENTRE SILL’.
31.08.1992 Repair ‘DOOR CHAINS’.
31.08.1992 Repair ‘DOOR HINGES AND PINS’.
31.08.1992 Repair ‘DOOR LOCK MECHANISM’.
31.08.1992 Repair ‘DOOR OPENING MECHANISM’.
31.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1992 Repair ‘HANDRAILS’.
31.08.1992 Repair ‘HANDRAILS END’.
31.08.1992 Repair ‘SIDE STEP’.
31.08.1992 Repair ‘STEP’.
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31.08.1992 Repair ‘TRAIN PIPE (END)’.
31.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘DISCHARGE DOOR’.
22.10.1992 Repair ‘TOP CENTRE PLATE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘TRAIN PIPE (END)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1450

Details: wagon ‘AHTF 1450 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 01.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes
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Fleet Grp Code: SC SV
Return to Service Date: 24.06.1996
Due Triple Valve: 11.01.1992
Last Brake Cylinder: 11.01.1991
Last Single Car Test: 15.02.1994
Last Lift: 23.04.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1450 H’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘DOOR LOCK MECHANISM’.
15.02.1990 Repair ‘DOOR OPENING MECHANISM’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE LEVER’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘DOOR COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘SHUNT PAD’.
19.11.1990 Repair ‘STEP’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1991 Repair ‘TRAIN PIPE (END)’.
09.01.1991 Repair ‘TRAIN PIPE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.09.1991 Repair ‘DOOR COMPLETE’.
24.09.1991 Repair ‘SIDE BEARER’.
24.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘DOOR OPENING MECHANISM’.
16.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1991 Repair ‘TRAIN PIPE’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRANCH PIPE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘DOOR HINGES AND PINS’.
05.02.1992 Repair ‘DOOR HOPPER LOADING’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.02.1992 Repair ‘STEP’.
05.02.1992 Repair ‘TRAIN PIPE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARINGS’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BRAKE LEVER’.
22.10.1992 Repair ‘BRAKE PIN’.
22.10.1992 Repair ‘BRAKE PULL ROD’.
22.10.1992 Repair ‘DOOR HINGES AND PINS’.
22.10.1992 Repair ‘DOOR LOCK MECHANISM’.
22.10.1992 Repair ‘DOOR OPENING MECHANISM’.
22.10.1992 Repair ‘HANDRAILS’.
22.10.1992 Repair ‘HANDRAILS END’.
22.10.1992 Repair ‘SIDE STEP’.
22.10.1992 Repair ‘STEP’.
22.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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22.10.1992 Repair ‘VEHICLE COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BOLSTER’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘EMPTY LOAD VALVE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1451

Details: wagon ‘AHTF 1451 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 11.04.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes
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Fleet Grp Code: SC SV
Return to Service Date: 01.08.1996
Due Triple Valve: 09.01.1992
Last Brake Cylinder: 05.05.1993
Last Single Car Test: 14.07.1993
Last Lift: 02.03.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘DRAFT GEAR POCKET’.
14.03.1990 Repair ‘END HOSE’.
14.03.1990 Repair ‘TOP CENTRE PLATE’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE SPRING’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘CARD OR CLIP HOLDER’.
20.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘HANDBRAKE HANDLE’.
20.11.1990 Repair ‘LADDER’.
20.11.1990 Repair ‘SIDE BEARER’.
20.11.1990 Repair ‘STEP’.
20.11.1990 Repair ‘TRAIN PIPE (END)’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
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24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DOOR HANDLES’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘SIDE BEARER’.
27.09.1991 Repair ‘TOP CENTRE PLATE’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE WEAR PLATES’.
22.10.1991 Repair ‘STEP’.
22.10.1991 Repair ‘TOP CENTRE PLATE’.
22.10.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘DOOR OPENING MECHANISM’.
10.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRANCH PIPE’.
14.01.1993 Repair ‘DOOR COMPLETE’.
14.01.1993 Repair ‘DOOR HINGES AND PINS’.
14.01.1993 Repair ‘DOOR HINGES AND PINS’.
14.01.1993 Repair ‘TRAIN PIPE’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘BRAKE LEVER’.
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05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BRAKE LEVER’.
14.07.1993 Repair ‘BRAKE PIN’.
14.07.1993 Repair ‘BRAKE PULL ROD’.
14.07.1993 Repair ‘DISCHARGE DOOR’.
14.07.1993 Repair ‘DOOR HINGES AND PINS’.
14.07.1993 Repair ‘DOOR LOCK MECHANISM’.
14.07.1993 Repair ‘DOOR OPENING MECHANISM’.
14.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1993 Repair ‘HANDRAILS’.
14.07.1993 Repair ‘HANDRAILS END’.
14.07.1993 Repair ‘SIDE STEP’.
14.07.1993 Repair ‘STEP’.
14.07.1993 Repair ‘TRAIN PIPE (END)’.
14.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1993 Repair ‘VEHICLE COMPLETE’.
14.07.1993 Repair ‘VEHICLE RETARE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1452

Details: wagon ‘AHTF 1452 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 27.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 07.05.1995
Due Triple Valve: 27.04.1993
Last Brake Cylinder: 26.02.1991
Last Single Car Test: 11.08.1993
Last Lift: 01.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE CONTROL PIPE’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.08.1991 Repair ‘CENTRE SILL’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1991 Repair ‘END HOSE’.
06.08.1991 Repair ‘SIDE BEARER’.
06.08.1991 Repair ‘TOP CENTRE PLATE’.
06.08.1991 Repair ‘YOKE COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1992 Repair ‘VEHICLE STENCILS’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE LEVER’.
06.07.1992 Repair ‘BRAKE PIN’.
06.07.1992 Repair ‘BRAKE PULL ROD’.
06.07.1992 Repair ‘CENTRE SILL’.
06.07.1992 Repair ‘DISCHARGE DOOR’.
06.07.1992 Repair ‘DOOR HINGES AND PINS’.
06.07.1992 Repair ‘DOOR LOCK MECHANISM’.
06.07.1992 Repair ‘DOOR OPENING MECHANISM’.
06.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1992 Repair ‘HANDRAILS’.
06.07.1992 Repair ‘HANDRAILS END’.
06.07.1992 Repair ‘SIDE STEP’.
06.07.1992 Repair ‘STEP’.
06.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
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19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘STEP’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

AHTF 1453

Details: wagon ‘AHTF 1453 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 13.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DBHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 25.06.1996
Due Triple Valve: 29.06.1990
Last Brake Cylinder: 29.06.1989
Last Single Car Test: 11.08.1993
Last Lift: 28.08.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘DOOR OPENING MECHANISM’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘VEHICLE STENCILS’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE LEVER’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1991 Repair ‘BOGIE BEARINGS’.
22.07.1991 Alteration ‘PREPARE A PROTOTYPE WAGON WITH ALTERATIONS TO

THE HOPPER DOOR AS PER DWGS A1/W1-108 & A0/W1-109.MODIFY
HANDBRAKE TO ‘MINER’ TYPE ANDCHANGE THE SHUNTING STEP TO MEET
STANDARD R35. REMOVE LOCKING PINS FROM NEAR THE HANDWHEELS.
INSTALL A HANDRAIL 25.4 OD X 3.2 BLACK TUBE ALONG THE LENGTH OF
THE WAGON AT 150MM BELOW THE CHANNEL SUPPORTS. FIT GEARBOX
AND QUADRANTS TO DOORS FOR IMPROVED OPERATION. (RS4623)’.

30.08.1991 Repair ‘DOOR HOPPER LOADING’.
30.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1991 Repair ‘HANDRAILS’.
30.08.1991 Repair ‘HANDRAILS END’.
30.08.1991 Repair ‘SIDE BEARER’.
30.08.1991 Repair ‘STEP’.
30.08.1991 Repair ‘TOP CENTRE PLATE’.
30.08.1991 Repair ‘WEAR PLATES & SADDLES’.
25.10.1991 Alteration complete ‘ALTER PROTOTYPE ‘AHTF’ WAGON TO

INCORPORATE DUAL QUADRANT AND PINION GEARS TO DOOR
OPERATION. AHTF 1453 (RS4648)’.

20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1991 Repair ‘BRAKE LEVER’.
20.11.1991 Repair ‘BRAKE PULL ROD’.
20.11.1991 Repair ‘DISCHARGE DOOR’.
20.11.1991 Repair ‘DOOR HINGES AND PINS’.
20.11.1991 Repair ‘DOOR OPENING MECHANISM’.
20.11.1991 Repair ‘SLOPE SHEET’.
20.11.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARINGS’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘DOOR HINGES AND PINS’.
18.06.1992 Repair ‘DOOR OPENING MECHANISM’.
18.06.1992 Repair ‘HANDRAILS’.
18.06.1992 Repair ‘TRAIN PIPE (END)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.
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03.11.1992 Repair ‘DISCHARGE DOOR’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BRAKE LEVER’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1454

Details: wagon ‘AHTF 1454 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 24.04.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 09.01.1996
Due Triple Valve: 16.02.1995
Last Brake Cylinder: 16.09.1991
Last Single Car Test: 16.02.1994
Last Lift: 07.06.1983
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12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘DOOR OPENING MECHANISM’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘BRAKE CONTROL PIPE’.
12.06.1990 Repair ‘DISCHARGE DOOR’.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
12.06.1990 Repair ‘TOP CENTRE PLATE’.
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘BRAKE BLOCK OTHER’.
13.07.1990 Repair ‘BRAKE PULL ROD’.
13.07.1990 Repair ‘DOOR HOPPER LOADING’.
13.07.1990 Repair ‘SIDE BEARER’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘HANDBRAKE HANDLE’.
19.11.1990 Repair ‘LADDER’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
10.01.1991 Repair ‘BRAKE PULL ROD’.
10.01.1991 Repair ‘DOOR OPENING MECHANISM’.
10.01.1991 Repair ‘TOP CENTRE PLATE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Repair ‘UNDERFRAME COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BRAKE PIN’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1991 Repair ‘DOOR COMPLETE’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
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24.07.1991 Repair ‘STEP’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1991 Repair ‘TOP CENTRE PLATE’.
12.09.1991 Repair ‘VEHICLE STENCILS’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘BRAKE PULL ROD’.
04.12.1991 Repair ‘BRANCH PIPE’.
04.12.1991 Repair ‘DOOR COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRAKE LEVER’.
16.12.1992 Repair ‘BRAKE PIN’.
16.12.1992 Repair ‘BRAKE PULL ROD’.
16.12.1992 Repair ‘DISCHARGE DOOR’.
16.12.1992 Repair ‘DOOR HINGES AND PINS’.
16.12.1992 Repair ‘DOOR LOCK MECHANISM’.
16.12.1992 Repair ‘DOOR OPENING MECHANISM’.
16.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1992 Repair ‘HANDRAILS’.
16.12.1992 Repair ‘HANDRAILS END’.
16.12.1992 Repair ‘SIDE STEP’.
16.12.1992 Repair ‘STEP’.
16.12.1992 Repair ‘TRAIN PIPE (END)’.
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BEARINGS’.
13.05.1993 Repair ‘BOGIE BEARINGS’.
13.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1993 Repair ‘BOGIE COMPLETE’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘BRAKE PULL ROD’.
13.05.1993 Repair ‘CENTRE SILL’.
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13.05.1993 Repair ‘SIDE BEARER’.
13.05.1993 Repair ‘TOP CENTRE PLATE’.
13.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Repair ‘DOOR HINGES AND PINS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1480

Details: wagon ‘AHTF 1480 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 24.04.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 25.01.1996
Due Triple Valve: 29.06.1990
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 29.06.1989
Last Single Car Test: 15.02.1994
Last Lift: 26.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.
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31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1480 X’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE PULL ROD’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘TRAIN PIPE (END)’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘DOOR COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
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06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE LEVER’.
19.08.1992 Repair ‘BRAKE PIN’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘CENTRE SILL’.
19.08.1992 Repair ‘DISCHARGE DOOR’.
19.08.1992 Repair ‘DOOR HINGES AND PINS’.
19.08.1992 Repair ‘DOOR LOCK MECHANISM’.
19.08.1992 Repair ‘DOOR OPENING MECHANISM’.
19.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1992 Repair ‘HANDRAILS’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘SIDE STEP’.
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘TRAIN PIPE (END)’.
19.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Repair ‘VEHICLE STENCILS’.
03.11.1992 Repair ‘DISCHARGE DOOR’.
14.11.1992 Repair ‘BRAKE LEVER’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
22.12.1992 Repair ‘WHEEL SET’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HINGES AND PINS’.
18.11.1993 Repair ‘DOOR HINGES AND PINS’.
18.11.1993 Repair ‘END HOSE’.
18.11.1993 Repair ‘TRAIN PIPE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1481

Details: wagon ‘AHTF 1481 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 01.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 24.01.1996
Due Triple Valve: 05.08.1992
Last Brake Cylinder: 11.08.1988
Last Single Car Test: 16.02.1994
Last Lift: 19.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1481 R’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘TOP CENTRE PLATE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1989 Repair ‘BRAKE PULL ROD’.
29.11.1989 Repair ‘DISCHARGE DOOR’.
29.11.1989 Repair ‘SIDE BEARER’.
29.11.1989 Repair ‘STEP’.
29.11.1989 Repair ‘TOP CENTRE PLATE’.
29.11.1989 Repair ‘WEAR PLATES & SADDLES’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘DOOR COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘CARD OR CLIP HOLDER’.
19.11.1990 Repair ‘DOOR OPENING MECHANISM’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1991 Repair ‘BRANCH PIPE’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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06.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘BRAKE LEVER’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.02.1992 Repair ‘TOP CENTRE PLATE’.
11.02.1992 Repair ‘YOKE COMPLETE’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘BRAKE PULL ROD’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘DOOR COMPLETE’.
15.07.1992 Repair ‘DOOR LOCK MECHANISM’.
15.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1992 Repair ‘LADDER’.
15.07.1992 Repair ‘STEP’.
15.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1992 Repair ‘WHEEL SET’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.09.1992 Repair ‘BRAKE LEVER’.
16.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘DISCHARGE DOOR’.
16.09.1992 Repair ‘DOOR HINGES AND PINS’.
16.09.1992 Repair ‘DOOR LOCK MECHANISM’.
16.09.1992 Repair ‘DOOR OPENING MECHANISM’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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16.09.1992 Repair ‘HANDRAILS’.
16.09.1992 Repair ‘HANDRAILS END’.
16.09.1992 Repair ‘SIDE STEP’.
16.09.1992 Repair ‘STEP’.
16.09.1992 Repair ‘TRAIN PIPE (END)’.
16.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARERS’.
21.10.1992 Repair ‘COUPLER KNUCKLE’.
21.10.1992 Repair ‘DISCHARGE DOOR’.
21.10.1992 Repair ‘SIDE BEARER’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘HANDRAILS END’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRAKE CONTROL PIPE’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1482

Details: wagon ‘AHTF 1482 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 217
Date Built: 06.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 26.06.1996
Last Single Car Test: 10.03.1994
Last Lift: 22.02.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

27.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1989 Repair ‘DOOR OPENING MECHANISM’.
27.11.1989 Repair ‘EMPTY LOAD VALVE’.
27.11.1989 Repair ‘LADDER’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘DOOR COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
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02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘DRAFT GEAR POCKET’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1991 Repair ‘TRAIN PIPE (END)’.
02.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1991 Repair ‘YOKE COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘EMPTY LOAD VALVE’.
10.09.1991 Repair ‘END BRAKE COCK’.
10.09.1991 Repair ‘STEP’.
29.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1991 Repair ‘DISCHARGE DOOR’.
06.11.1991 Repair ‘DOOR HOPPER LOADING’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘BRAKE PULL ROD’.
18.11.1991 Repair ‘DOOR OPENING MECHANISM’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘HANDRAILS END’.
03.02.1992 Repair ‘STEP’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS TO

MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR DOOR
OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS, HANDRAILS,
SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE WAGON NOT
THIS ALTERATION). AHTF. (RS4675)’.

12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE COMPLETE’.
12.01.1993 Repair ‘BRAKE BLOCK RB95’.
12.01.1993 Repair ‘BRAKE LEVER’.
12.01.1993 Repair ‘DISCHARGE DOOR’.
12.01.1993 Repair ‘DOOR COMPLETE’.
12.01.1993 Repair ‘DOOR HINGES AND PINS’.
12.01.1993 Repair ‘DOOR OPENING MECHANISM’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
17.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1993 Repair ‘BRAKE BLOCK RB95’.
17.02.1993 Repair ‘DISCHARGE DOOR’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE SPRING’.
10.05.1993 Repair ‘TRAIN PIPE (END)’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BRAKE LEVER’.
10.03.1994 Repair ‘BRAKE PIN’.
10.03.1994 Repair ‘BRAKE PULL ROD’.
10.03.1994 Repair ‘DISCHARGE DOOR’.
10.03.1994 Repair ‘DOOR HINGES AND PINS’.
10.03.1994 Repair ‘DOOR LOCK MECHANISM’.
10.03.1994 Repair ‘DOOR OPENING MECHANISM’.
10.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1994 Repair ‘HANDRAILS’.
10.03.1994 Repair ‘HANDRAILS END’.
10.03.1994 Repair ‘SIDE STEP’.
10.03.1994 Repair ‘STEP’.
10.03.1994 Repair ‘TRAIN PIPE (END)’.
10.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE STENCILS’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1483

Details: wagon ‘AHTF 1483 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 06.05.1958
Operating System: AN
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Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 09.03.1996
Due Triple Valve: 27.04.1993
Last Brake Cylinder: 11.08.1988
Last Single Car Test: 15.02.1994
Last Lift: 19.01.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1483 M’
27.11.1989 Repair ‘DOOR OPENING MECHANISM’.
27.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRANCH PIPE’.
06.03.1991 Repair ‘TOP CENTRE PLATE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BRAKE PULL ROD’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HANDLES’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘SIDE BEARER’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘BRANCH PIPE’.
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27.09.1991 Repair ‘DISCHARGE DOOR’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1991 Repair ‘TRAIN PIPE (END)’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE PULL ROD’.
12.02.1992 Repair ‘DISCHARGE DOOR’.
12.02.1992 Repair ‘DOOR COMPLETE’.
12.02.1992 Repair ‘DOOR OPENING MECHANISM’.
12.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1992 Repair ‘SIDE BEARER’.
12.02.1992 Repair ‘TOP CENTRE PLATE’.
12.02.1992 Repair ‘TRAIN PIPE (END)’.
12.02.1992 Repair ‘YOKE CARRIER’.
12.02.1992 Repair ‘YOKE COMPLETE’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BRAKE LEVER’.
10.09.1992 Repair ‘BRAKE PIN’.
10.09.1992 Repair ‘BRAKE PULL ROD’.
10.09.1992 Repair ‘CENTRE SILL’.
10.09.1992 Repair ‘DISCHARGE DOOR’.
10.09.1992 Repair ‘DOOR HINGES AND PINS’.
10.09.1992 Repair ‘DOOR LOCK MECHANISM’.
10.09.1992 Repair ‘DOOR OPENING MECHANISM’.
10.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1992 Repair ‘HANDRAILS’.
10.09.1992 Repair ‘HANDRAILS END’.
10.09.1992 Repair ‘SIDE STEP’.
10.09.1992 Repair ‘STEP’.
10.09.1992 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
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03.11.1992 Repair ‘DISCHARGE DOOR’.
14.11.1992 Repair ‘BRAKE LEVER’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE LEVER’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR HINGES AND PINS’.
18.11.1993 Repair ‘DOOR HINGES AND PINS’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘END HOSE’.
18.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1484

Details: wagon ‘AHTF 1484 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 16.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB
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Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 26.06.1996
Due Triple Valve: 29.06.1990
Last Brake Cylinder: 26.02.1991
Last Single Car Test: 18.03.1994
Last Lift: 08.07.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1484 V’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1484 V’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘BRAKE LEVER’.
07.11.1989 Repair ‘BRAKE PULL ROD’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘BRAKE LEVER’.
14.05.1990 Repair ‘DISCHARGE DOOR’.
14.05.1990 Repair ‘DOOR LOCK MECHANISM’.
14.05.1990 Repair ‘DOOR OPENING MECHANISM’.
14.05.1990 Repair ‘END BRAKE COCK’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘END BRAKE COCK’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘TRAIN PIPE (END)’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Repair ‘BRAKE PULL ROD’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘HANDRAILS END’.
03.02.1992 Repair ‘STEP’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS TO

MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR DOOR
OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS, HANDRAILS,
SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE WAGON NOT
THIS ALTERATION). AHTF. (RS4675)’.

17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘DOOR HINGES AND PINS’.
17.06.1992 Repair ‘DOOR OPENING MECHANISM’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1992 Repair ‘BRAKE PULL ROD’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘DOOR COMPLETE’.
24.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
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25.11.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘BRAKE LEVER’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BRAKE LEVER’.
18.03.1994 Repair ‘BRAKE PIN’.
18.03.1994 Repair ‘BRAKE PULL ROD’.
18.03.1994 Repair ‘DISCHARGE DOOR’.
18.03.1994 Repair ‘DOOR HINGES AND PINS’.
18.03.1994 Repair ‘DOOR LOCK MECHANISM’.
18.03.1994 Repair ‘DOOR OPENING MECHANISM’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘HANDRAILS’.
18.03.1994 Repair ‘HANDRAILS END’.
18.03.1994 Repair ‘SIDE STEP’.
18.03.1994 Repair ‘STEP’.
18.03.1994 Repair ‘TRAIN PIPE (END)’.
18.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE STENCILS’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1485

Details: wagon ‘AHTF 1485 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 16.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 04.03.1994
Due Triple Valve: 11.08.1989
Last Brake Cylinder: 01.05.1992
Last Single Car Test: 22.12.1992
Last Lift: 15.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1485 H’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1485 H’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.01.1990 Repair ‘BRAKE LEVER’.
03.01.1990 Repair ‘TOP CENTRE PLATE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘VEHICLE COMPLETE’.
11.01.1990 Repair ‘VEHICLE STENCILS’.
22.01.1990 Repair ‘DOOR COMPLETE’.
22.01.1990 Repair ‘END BRAKE COCK’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE LEVER’.
12.03.1990 Repair ‘END HOSE’.
12.03.1990 Repair ‘TRAIN PIPE’.
02.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BEARERS’.
08.06.1990 Repair ‘BOGIE COMPLETE’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1990 Repair ‘LADDER’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘BRAKE PULL ROD’.
15.01.1991 Repair ‘COUPLER COMPLETE’.

1701



2. TIMS GROUP INFORMATION - WAGONS

15.01.1991 Repair ‘DOOR HOPPER LOADING’.
15.01.1991 Repair ‘SIDE BEARER’.
15.01.1991 Repair ‘TOP CENTRE PLATE’.
15.01.1991 Repair ‘TRAIN PIPE’.
15.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1991 Repair ‘WEAR PLATES & SADDLES’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK OTHER’.
06.02.1992 Repair ‘BRAKE LEVER’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DOOR HOPPER LOADING’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Repair ‘STEP’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
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DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE COMPLETE’.
17.06.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
22.12.1992 Repair ‘BRAKE LEVER’.
22.12.1992 Repair ‘BRAKE PIN’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘CENTRE SILL’.
22.12.1992 Repair ‘DISCHARGE DOOR’.
22.12.1992 Repair ‘DOOR HINGES AND PINS’.
22.12.1992 Repair ‘DOOR LOCK MECHANISM’.
22.12.1992 Repair ‘DOOR OPENING MECHANISM’.
22.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1992 Repair ‘HANDRAILS’.
22.12.1992 Repair ‘HANDRAILS END’.
22.12.1992 Repair ‘SIDE STEP’.
22.12.1992 Repair ‘STEP’.
22.12.1992 Repair ‘TRAIN PIPE (END)’.
22.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘HANDRAILS’.
30.04.1993 Repair ‘HANDRAILS END’.
30.04.1993 Repair ‘SIDE STEP’.
30.04.1993 Repair ‘STEP’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.

AHTF 1486

Details: wagon ‘AHTF 1486 A’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 26.05.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 12.06.1996
Due Triple Valve: 27.03.1993
Last Triple Valve: 16.03.1993
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 15.02.1994
Last Lift: 30.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1989 Repair ‘DOOR OPENING MECHANISM’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘END HOSE’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
17.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘CARD OR CLIP HOLDER’.
20.11.1990 Repair ‘DOOR OPENING MECHANISM’.
20.11.1990 Repair ‘END FRAME MEMBER’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1990 Repair ‘STEP’.
20.11.1990 Repair ‘TRAIN PIPE (END)’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1991 Repair ‘PARTITION’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘CENTRE SILL’.
18.06.1991 Repair ‘DOOR HOPPER LOADING’.
18.06.1991 Repair ‘DOOR OPENING MECHANISM’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Repair ‘TRAIN PIPE’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BODY COMPLETE’.
01.08.1991 Repair ‘BOGIE WEAR PLATES’.
01.08.1991 Repair ‘BRAKE PIN’.
01.08.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘LADDER’.
01.08.1991 Repair ‘TOP CENTRE PLATE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRAKE PULL ROD’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.09.1991 Repair ‘YOKE CARRIER’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE LEVER’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘BRAKE PIN’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DOOR COMPLETE’.
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06.02.1992 Repair ‘DOOR HINGES AND PINS’.
06.02.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.03.1993 Repair ‘TRAIN PIPE (END)’.
24.03.1993 Repair ‘DOOR OPENING MECHANISM’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BRAKE LEVER’.
26.10.1993 Repair ‘BRAKE PIN’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘CENTRE SILL’.
26.10.1993 Repair ‘DISCHARGE DOOR’.
26.10.1993 Repair ‘DOOR HINGES AND PINS’.
26.10.1993 Repair ‘DOOR LOCK MECHANISM’.
26.10.1993 Repair ‘DOOR OPENING MECHANISM’.
26.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1993 Repair ‘HANDRAILS’.
26.10.1993 Repair ‘HANDRAILS END’.
26.10.1993 Repair ‘SIDE STEP’.
26.10.1993 Repair ‘STEP’.
26.10.1993 Repair ‘TRAIN PIPE (END)’.
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26.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE CONTROL PIPE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE RECLASSIFY’.
10.04.1996 Repair ‘VEHICLE RECLASSIFY’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1487

Details: wagon ‘AHTF 1487 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 24.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 19.12.1995
Due Triple Valve: 17.12.1992
Last Brake Cylinder: 26.02.1991
Last Single Car Test: 15.02.1994
Last Lift: 22.12.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1487 C’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.

1707



2. TIMS GROUP INFORMATION - WAGONS

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘BRAKE LEVER’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘DOOR COMPLETE’.
30.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘SIDE BEARER’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘END BRAKE COCK’.
04.01.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘DISCHARGE DOOR’.
19.04.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘DOOR OPENING MECHANISM’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE BEARERS’.
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1991 Repair ‘EMPTY LOAD VALVE’.
18.10.1991 Repair ‘TRAIN PIPE (END)’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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12.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1991 Repair ‘VEHICLE STENCILS’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘BRAKE LEVER’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘DOOR HINGES AND PINS’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Repair ‘SIDE BEARER’.
06.02.1992 Repair ‘STEP’.
06.02.1992 Repair ‘TRAIN PIPE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRAKE PIN’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘DISCHARGE DOOR’.
15.12.1992 Repair ‘DOOR HINGES AND PINS’.
15.12.1992 Repair ‘DOOR LOCK MECHANISM’.
15.12.1992 Repair ‘DOOR OPENING MECHANISM’.
15.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1992 Repair ‘HANDRAILS’.
15.12.1992 Repair ‘HANDRAILS END’.
15.12.1992 Repair ‘LADDER’.
15.12.1992 Repair ‘SIDE STEP’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
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06.05.1993 Repair ‘EMPTY LOAD VALVE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE CONTROL PIPE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHTF 1488

Details: wagon ‘AHTF 1488 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 19.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 25.06.1996
Due Triple Valve: 11.03.1994
Last Triple Valve: 01.08.1989
Last Brake Cylinder: 11.03.1993
Last Single Car Test: 11.08.1993
Last Lift: 23.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE CONTROL PIPE’.
01.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1989 Repair ‘DISCHARGE DOOR’.
01.08.1989 Repair ‘DOOR OPENING MECHANISM’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
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01.08.1989 Repair ‘END BRAKE COCK’.
01.08.1989 Repair ‘END HOSE’.
01.08.1989 Repair ‘SIDE BEARER’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Repair ‘VEHICLE RECLASSIFY’.
01.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1488 L’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘CENTRE SILL’.
12.06.1990 Repair ‘DISCHARGE DOOR’.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Repair ‘TRAIN PIPE (END)’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1990 Alteration complete ‘FIT (35) ‘AHTF’ CLASS BALLAST HOPPER WAGONS

WITH RIMMED DOOR OPERATING HANDWHEELS, AS FITTED ON
PROTOTYPE WAGON ‘AHTF‘1431 (REF.RS4480) CANCELLED AFTER 7 NO.
COMPLETED. (RS4553)’.

19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘HANDBRAKE HANDLE’.
19.11.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
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26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DOOR HANDLES’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRANCH PIPE’.
13.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Repair ‘VEHICLE STENCILS’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARINGS’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘BRAKE LEVER’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.06.1992 Repair ‘DOOR HINGES AND PINS’.
22.06.1992 Repair ‘DOOR OPENING MECHANISM’.
22.06.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE LEVER’.
18.09.1992 Repair ‘BRAKE PIN’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘DISCHARGE DOOR’.
18.09.1992 Repair ‘DOOR HINGES AND PINS’.
18.09.1992 Repair ‘DOOR LOCK MECHANISM’.
18.09.1992 Repair ‘DOOR OPENING MECHANISM’.
18.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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18.09.1992 Repair ‘HANDRAILS’.
18.09.1992 Repair ‘HANDRAILS END’.
18.09.1992 Repair ‘LADDER’.
18.09.1992 Repair ‘SIDE STEP’.
18.09.1992 Repair ‘STEP’.
18.09.1992 Repair ‘TRAIN PIPE (END)’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Repair ‘DISCHARGE DOOR’.
14.11.1992 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Repair ‘GRADE CONTROL VALVE’.
11.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1489

Details: wagon ‘AHTF 1489 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 19.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB
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Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: SC SV
Return to Service Date: 16.12.1995
Last Triple Valve: 16.03.1990
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 16.02.1994
Last Lift: 14.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1489 U’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1489 U’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1489 U’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE CONTROL PIPE’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘LADDER’.
19.11.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR COMPLETE’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘TRAIN PIPE (END)’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘DISCHARGE DOOR’.
29.07.1991 Repair ‘TRAIN PIPE (END)’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘DOOR COMPLETE’.
27.09.1991 Repair ‘DOOR OPENING MECHANISM’.
27.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1991 Repair ‘TRAIN PIPE (END)’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Repair ‘VEHICLE STENCILS’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘DISCHARGE DOOR’.
15.01.1992 Repair ‘DOOR OPENING MECHANISM’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRAKE LEVER’.
16.01.1992 Repair ‘DISCHARGE DOOR’.
16.01.1992 Repair ‘DOOR HINGES AND PINS’.
16.01.1992 Repair ‘HANDRAILS END’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘DOOR COMPLETE’.
07.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1992 Repair ‘TRAIN PIPE (END)’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘BRAKE PIN’.
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30.07.1992 Repair ‘BRAKE PULL ROD’.
30.07.1992 Repair ‘CENTRE SILL’.
30.07.1992 Repair ‘DISCHARGE DOOR’.
30.07.1992 Repair ‘DOOR HINGES AND PINS’.
30.07.1992 Repair ‘DOOR LOCK MECHANISM’.
30.07.1992 Repair ‘DOOR OPENING MECHANISM’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Repair ‘HANDRAILS’.
30.07.1992 Repair ‘HANDRAILS END’.
30.07.1992 Repair ‘SIDE STEP’.
30.07.1992 Repair ‘STEP’.
30.07.1992 Repair ‘TRAIN PIPE (END)’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1992 Repair ‘VEHICLE COMPLETE’.
30.07.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
14.11.1992 Repair ‘BRAKE LEVER’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
22.12.1992 Repair ‘WHEEL SET’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘BRAKE LEVER’.
02.07.1993 Repair ‘STANCHION’.
02.07.1993 Repair ‘TRANSOM’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE LEVER’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘EMPTY LOAD VALVE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.

AHTF 1490

Details: wagon ‘AHTF 1490 A’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 05.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 22.01.1996
Due Triple Valve: 17.06.1993
Last Brake Cylinder: 22.03.1991
Last Single Car Test: 16.02.1994
Last Lift: 05.12.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1490 Q’
27.11.1989 Repair ‘STEP’.
27.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1490 Q’
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1490 Q’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1490 Q’
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘DOOR COMPLETE’.
21.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1991 Repair ‘VEHICLE RECLASSIFY’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1490 Q’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘BRAKE PULL ROD’.
18.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.06.1991 Repair ‘DISCHARGE DOOR’.
18.06.1991 Repair ‘DOOR OPENING MECHANISM’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK OTHER’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘END BRAKE COCK’.
19.11.1991 Repair ‘YOKE CARRIER’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘BRAKE LEVER’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘STEP’.
10.03.1992 Alteration complete ‘PLEASE MODIFY THE REMAINING ‘AHTF’ WAGONS

TO MEET SAFETY REQUIREMENTS AS DETAILED IN THE DRAWINGS FOR
DOOR OPERATION, BRAKE MECHANISM, HAND- BRAKE, FOOTSTEPS,
HANDRAILS, SIDERAILS (PAINTING, STENCILLING TO BE BOOKED TO THE
WAGON NOT THIS ALTERATION). AHTF. (RS4675)’.

16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.06.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

16.10.1992 Repair ‘VEHICLE COMPLETE’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BRAKE LEVER’.
19.01.1993 Repair ‘BRAKE PIN’.
19.01.1993 Repair ‘BRAKE PULL ROD’.
19.01.1993 Repair ‘DISCHARGE DOOR’.
19.01.1993 Repair ‘DOOR HINGES AND PINS’.
19.01.1993 Repair ‘DOOR LOCK MECHANISM’.
19.01.1993 Repair ‘DOOR OPENING MECHANISM’.
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19.01.1993 Repair ‘END FRAME MEMBER’.
19.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1993 Repair ‘HANDRAILS’.
19.01.1993 Repair ‘HANDRAILS END’.
19.01.1993 Repair ‘SIDE STEP’.
19.01.1993 Repair ‘STEP’.
19.01.1993 Repair ‘TRAIN PIPE (END)’.
19.01.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

AHTF 1491

Details: wagon ‘AHTF 1491 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7560
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 217
Date Built: 20.06.1958
Operating System: AN
Intended Use: BALLAST
Remarks: EX B
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: SC SV
Return to Service Date: 31.08.1993
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 30.06.1989
Last Single Car Test: 21.05.1992
Last Lift: 20.05.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘B’ TO ‘AHTF’ - REFER RS4237.
(RS3090)’. New class: ‘AHTF’.

1719



2. TIMS GROUP INFORMATION - WAGONS

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1491 C’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘LADDER’.
18.01.1990 Repair ‘TOP CENTRE PLATE’.
18.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1990 Repair ‘VEHICLE RECLASSIFY’.
18.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘B 1491 C’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE LEVER’.
12.03.1990 Repair ‘END HOSE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘DISCHARGE DOOR’.
13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.06.1990 Repair ‘SIDE BEARER’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘DISCHARGE DOOR’.
15.02.1991 Repair ‘DOOR LOCK MECHANISM’.
15.02.1991 Repair ‘DOOR OPENING MECHANISM’.
15.02.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
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21.11.1991 Repair ‘DOOR COMPLETE’.
21.11.1991 Repair ‘SIDE BEARER’.
21.11.1991 Repair ‘TOP CENTRE PLATE’.
21.11.1991 Repair ‘VEHICLE COMPLETE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘HANDRAILS END’.
03.02.1992 Repair ‘STEP’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
11.03.1992 Alteration complete ‘MODIFY ONE (1) ONLY ‘AHTF’ TO SCHEMATIC

DRAWING A1/S1-14 FOR THE INSTALLATION OF M.K. HOPPER DOOR.
HANDBRAKE MODS, FOOTSTEP & HANDRAIL & SIDERAIL MODS, PAINT AND
STENCILLING AS PER OTHER DRAWINGS ARE ALSO REQUIRED.
MANUFACTURE & FITMENT OF DOOR OPERATING MECHANISM, AS PER A.N.
DRAWINGS A0/W1-270, A1/W1-272 & A2/W1-273. AHTF1491 (RS4681)’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.05.1992 Repair ‘BRAKE LEVER’.
21.05.1992 Repair ‘BRAKE PIN’.
21.05.1992 Repair ‘BRAKE PULL ROD’.
21.05.1992 Repair ‘CEMENT WAG. CONES’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
21.05.1992 Repair ‘HANDRAILS’.
21.05.1992 Repair ‘HANDRAILS END’.
21.05.1992 Repair ‘SIDE STEP’.
21.05.1992 Repair ‘SLOPE SHEET’.
21.05.1992 Repair ‘STEP’.
21.05.1992 Repair ‘TRAIN PIPE (END)’.
21.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

31.08.1993 Repair ‘BOGIE SPRING’.

2.55 Wagon classification starting with ‘AHU’

AHUF 1995

Details: wagon ‘AHUF 1995 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 19.08.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PA SC SV
Return to Service Date: 09.01.1996
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 28.11.1991
Last Lift: 31.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1990 Repair ‘BRAKE LEVER’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘DISCHARGE DOOR’.
13.12.1990 Repair ‘DOOR COMPLETE’.
13.12.1990 Repair ‘DOOR LOCK MECHANISM’.
13.12.1990 Repair ‘END BRAKE COCK’.
13.12.1990 Repair ‘END FRAME MEMBER’.
13.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1990 Repair ‘TRAIN PIPE’.
13.12.1990 Repair ‘VEHICLE RECLASSIFY’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘BB 1995 X’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRANCH PIPE’.
04.01.1991 Repair ‘DOOR COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK OTHER’.
03.02.1991 Repair ‘BRAKE LEVER’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘DISCHARGE DOOR’.
21.03.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘DOOR COMPLETE’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRANCH PIPE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘DOOR COMPLETE’.
21.11.1991 Repair ‘DOOR HINGES AND PINS’.
21.11.1991 Repair ‘DOOR OPENING MECHANISM’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘DOOR COMPLETE’.
03.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘DISCHARGE DOOR’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.

AHUF 1996

Details: wagon ‘AHUF 1996 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 08.08.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes
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Fleet Grp Code: AH AY PZ PA SC SV
Return to Service Date: 07.05.1995
Due Triple Valve: 07.10.1992
Last Brake Cylinder: 07.10.1991
Last Single Car Test: 05.11.1992
Last Lift: 10.06.1979

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Repair ‘VEHICLE RECLASSIFY’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘BB 1996 R’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘BRAKE PULL ROD’.
28.05.1991 Repair ‘DISCHARGE DOOR’.
28.05.1991 Repair ‘DOOR COMPLETE’.
28.05.1991 Repair ‘DOOR HINGES AND PINS’.
28.05.1991 Repair ‘DOOR HINGES AND PINS’.
28.05.1991 Repair ‘DOOR LOCK MECHANISM’.
28.05.1991 Repair ‘DOOR OPENING MECHANISM’.
28.05.1991 Repair ‘HANDRAILS END’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘DOOR HOPPER LOADING’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘VEHICLE STENCILS’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1991 Repair ‘BOGIE COMPLETE’.
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘DISCHARGE DOOR’.
29.11.1991 Repair ‘DOOR OPENING MECHANISM’.
29.11.1991 Repair ‘VEHICLE COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘END BRAKE COCK’.
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04.11.1992 Repair ‘TRAIN PIPE (END)’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘DOOR OPENING MECHANISM’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

AHUF 1997

Details: wagon ‘AHUF 1997 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 13.08.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: AH PZ PA SC SV
Return to Service Date: 07.03.1995
Due Triple Valve: 05.05.1994
Last Brake Cylinder: 12.09.1991
Last Single Car Test: 15.12.1992
Last Lift: 13.08.1982

15.01.1988 Alteration complete ‘RECLASSIFY AHUY TO AHUF - REFER RS4231
(RS3066)’. New class: ‘AHUF’.

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
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20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘BRAKE CONTROL PIPE’.
20.03.1991 Repair ‘BRAKE PULL ROD’.
20.03.1991 Repair ‘LADDER’.
20.03.1991 Repair ‘TRAIN PIPE (END)’.
20.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 1997 Q’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 1997 Q’
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 1997 Q’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘TRAIN PIPE (END)’.
05.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 1997 Q’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE LEVER’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘DISCHARGE DOOR’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘TOP CENTRE PLATE’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘DOOR COMPLETE’.
11.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE BLOCK RB95’.
20.11.1991 Repair ‘DISCHARGE DOOR’.
20.11.1991 Repair ‘DOOR COMPLETE’.
20.11.1991 Repair ‘DOOR OPENING MECHANISM’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘HANDRAILS END’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1992 Repair ‘BRAKE CONTROL PIPE’.
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12.08.1992 Repair ‘END BRAKE COCK’.
12.08.1992 Repair ‘TRAIN PIPE (END)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Repair ‘YOKE COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘DOOR COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

AHUF 1998

Details: wagon ‘AHUF 1998 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 21.08.1968
Operating System: AN
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Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: AH AY PZ PA SC SV
Return to Service Date: 21.03.1994
Due Triple Valve: 06.07.1994
Last Brake Cylinder: 06.07.1993
Last Single Car Test: 06.07.1993
Last Lift: 13.02.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘UNDERFRAME COMPLETE’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 1998 M’
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘DOOR HOPPER LOADING’.
24.11.1989 Repair ‘DOOR HOPPER LOADING’.
24.11.1989 Repair ‘TOP CENTRE PLATE’.
24.11.1989 Repair ‘TOP CENTRE PLATE’.
24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 1998 M’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘DISCHARGE DOOR’.
19.04.1990 Repair ‘DOOR HINGES AND PINS’.
19.04.1990 Repair ‘TRAIN PIPE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1990 Repair ‘STANCHION’.
19.11.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘DISCHARGE DOOR’.
01.03.1991 Repair ‘DOOR HOPPER LOADING’.
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01.03.1991 Repair ‘DOOR OPENING MECHANISM’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘DOOR COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BEARINGS’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1991 Repair ‘WHEEL SET’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘COUPLER COMPLETE’.
13.11.1991 Repair ‘DOOR OPENING MECHANISM’.
13.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Repair ‘BRAKE PULL ROD’.
04.12.1991 Repair ‘DOOR HINGES AND PINS’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘SIDE BEARER’.
04.12.1991 Repair ‘WEAR PLATES & SADDLES’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE PULL ROD’.
04.02.1992 Repair ‘DOOR OPENING MECHANISM’.
04.02.1992 Repair ‘STEP’.
04.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DISCHARGE DOOR’.
10.02.1992 Repair ‘DOOR COMPLETE’.
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10.02.1992 Repair ‘DOOR HINGES AND PINS’.
10.02.1992 Repair ‘DOOR OPENING MECHANISM’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1992 Repair ‘BRAKE BLOCK RB95’.
23.06.1992 Repair ‘BRAKE LEVER’.
23.06.1992 Repair ‘DOOR COMPLETE’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Repair ‘VEHICLE STENCILS’.
05.07.1993 Repair ‘WHEEL SET’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.

AHUF 1999

Details: wagon ‘AHUF 1999 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 26.08.1968
Operating System: AN
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Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: AH PZ PA SC SV
Return to Service Date: 27.01.1996
Due Triple Valve: 07.10.1992
Last Brake Cylinder: 12.09.1991
Last Single Car Test: 11.08.1993
Last Lift: 18.05.1982

15.01.1988 Alteration complete ‘RECLASSIFY AHUY TO AHUF - REFER RS4231
(RS3066)’. New class: ‘AHUF’.

24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 1999 L’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 1999 L’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘TRAIN PIPE (END)’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1991 Repair ‘DOOR COMPLETE’.
29.07.1991 Repair ‘DOOR OPENING MECHANISM’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘DOOR COMPLETE’.
11.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘VEHICLE STENCILS’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘DOOR COMPLETE’.
21.11.1991 Repair ‘DOOR HINGES AND PINS’.

1731



2. TIMS GROUP INFORMATION - WAGONS

21.11.1991 Repair ‘DOOR OPENING MECHANISM’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.11.1991 Repair ‘TRAIN PIPE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.03.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘DOOR OPENING MECHANISM’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE PULL ROD’.
03.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1992 Repair ‘DISCHARGE DOOR’.
03.08.1992 Repair ‘DOOR HINGES AND PINS’.
03.08.1992 Repair ‘DOOR OPENING MECHANISM’.
03.08.1992 Repair ‘STEP’.
03.08.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.

AHUF 2000

Details: wagon ‘AHUF 2000 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 10.10.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PA PZ SC SV
Return to Service Date: 25.01.1996
Due Triple Valve: 05.05.1994
Last Triple Valve: 28.10.1991
Last Brake Cylinder: 11.02.1994
Last Single Car Test: 11.02.1994
Last Lift: 03.09.1982

15.01.1988 Alteration complete ‘RECLASSIFY AHUY TO AHUF - REFER RS4231
(RS3066)’. New class: ‘AHUF’.

23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 2000 X’
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 2000 X’
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘BRAKE PIN’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Repair ‘BRAKE SPRING’.
24.10.1991 Repair ‘DISCHARGE DOOR’.
24.10.1991 Repair ‘DOOR COMPLETE’.
24.10.1991 Repair ‘DOOR HINGES AND PINS’.
24.10.1991 Repair ‘DOOR OPENING MECHANISM’.
24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRAKE PULL ROD’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘DOOR COMPLETE’.
21.11.1991 Repair ‘DOOR HINGES AND PINS’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1991 Repair ‘TRAIN PIPE (END)’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
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03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1992 Repair ‘BRAKE LEVER’.
22.06.1992 Repair ‘BRANCH PIPE’.
22.06.1992 Repair ‘DOOR COMPLETE’.
22.06.1992 Repair ‘TRAIN PIPE (END)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

06.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1993 Repair ‘BRAKE LEVER’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.05.1993 Repair ‘DISCHARGE DOOR’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘AXLEBOX’.
11.02.1994 Repair ‘BRAKE BLOCK RB95’.
11.02.1994 Repair ‘BRAKE LEVER’.
11.02.1994 Repair ‘DISCHARGE DOOR’.
11.02.1994 Repair ‘DOOR OPENING MECHANISM’.
11.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1994 Repair ‘SIDE BEARER’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.

AHUF 2001

Details: wagon ‘AHUF 2001 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 23.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH SC SV
Return to Service Date: 19.02.1996
Last Triple Valve: 06.09.1991
Last Single Car Test: 29.06.1992
Last Lift: 01.04.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘BB 2001 E’
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘BB 2001 E’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.09.1991 Repair ‘BRAKE LEVER’.
04.09.1991 Repair ‘BRAKE PIN’.
04.09.1991 Repair ‘BRAKE PIN’.
04.09.1991 Repair ‘BRAKE PULL ROD’.
04.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.09.1991 Repair ‘DISCHARGE DOOR’.
04.09.1991 Repair ‘DOOR HINGES AND PINS’.
04.09.1991 Repair ‘DOOR HINGES AND PINS’.
04.09.1991 Repair ‘DOOR OPENING MECHANISM’.
04.09.1991 Repair ‘END HOSE’.
04.09.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘DOOR OPENING MECHANISM’.
11.09.1991 Repair ‘VEHICLE COMPLETE’.
11.09.1991 Repair ‘VEHICLE STENCILS’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘DISCHARGE DOOR’.
24.06.1992 Repair ‘DOOR COMPLETE’.
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24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘DOOR HINGES AND PINS’.
05.05.1993 Repair ‘DOOR HINGES AND PINS’.
05.05.1993 Repair ‘DOOR HINGES AND PINS’.
05.05.1993 Repair ‘DOOR OPENING MECHANISM’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.

AHUF 2002

Details: wagon ‘AHUF 2002 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 27.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes
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Fleet Grp Code: AH AY PZ PA SC SV
Return to Service Date: 07.05.1995
Due Triple Valve: 30.04.1994
Last Brake Cylinder: 07.01.1992
Last Single Car Test: 01.12.1992
Last Lift: 16.06.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR OPENING MECHANISM’.
01.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Repair ‘VEHICLE RECLASSIFY’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 2002 N’
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BEARERS’.
01.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE PULL ROD’.
01.10.1991 Repair ‘DISCHARGE DOOR’.
01.10.1991 Repair ‘DOOR HINGES AND PINS’.
01.10.1991 Repair ‘DOOR OPENING MECHANISM’.
01.10.1991 Repair ‘TRAIN PIPE (END)’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRANCH PIPE’.
21.11.1991 Repair ‘DOOR HINGES AND PINS’.
21.11.1991 Repair ‘DOOR OPENING MECHANISM’.
21.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1992 Repair ‘STEP’.
02.01.1992 Repair ‘VEHICLE STENCILS’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘BOGIE SPRING’.
03.02.1992 Repair ‘HANDRAILS END’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
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12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BEARINGS’.
12.03.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.03.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘BRAKE PULL ROD’.
29.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Repair ‘DISCHARGE DOOR’.
29.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1992 Repair ‘SIDE BEARER’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘BRAKE LEVER’.
30.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DISCHARGE DOOR’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘VEHICLE STENCILS’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

AHUF 2003

Details: wagon ‘AHUF 2003 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 08.10.1968
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Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: AH AY PZ PA SC SV
Return to Service Date: 09.01.1996
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 01.12.1992
Last Lift: 19.08.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 2003 W’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK OTHER’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 2003 W’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 2003 W’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1989 Repair ‘HANDBRAKE HANDLE’.
03.11.1989 Repair ‘YOKE CARRIER’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘TOP CENTRE PLATE’.
08.11.1989 Repair ‘YOKE CARRIER’.
08.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE LEVER’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘VEHICLE COMPLETE’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘BRANCH PIPE’.
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04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE LEVER’.
22.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘TRAIN PIPE (END)’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘END FRAME MEMBER’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘DOOR HINGES AND PINS’.
21.11.1991 Repair ‘DOOR OPENING MECHANISM’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘VEHICLE STENCILS’.
25.02.1992 Repair ‘WHEEL SET’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘DISCHARGE DOOR’.

1740



2.55. Wagon classification starting with ‘AHU’

05.05.1993 Repair ‘VEHICLE COMPLETE’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘DISCHARGE DOOR’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.

AHUF 2004

Details: wagon ‘AHUF 2004 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 26.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: AH PZ PA SC SV
Return to Service Date: 07.05.1995
Due Triple Valve: 14.07.1993
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 24.08.1993
Last Lift: 05.11.1982

15.01.1988 Alteration complete ‘RECLASSIFY AHUY TO AHUF - REFER RS4231
(RS3066)’. New class: ‘AHUF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 2004 V’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK OTHER’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 2004 V’
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01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 2004 V’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
04.01.1990 Repair ‘DOOR OPENING MECHANISM’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRAKE LEVER’.
22.11.1990 Repair ‘EMPTY LOAD VALVE’.
22.11.1990 Repair ‘LADDER’.
22.11.1990 Repair ‘STANCHION’.
22.11.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BOGIE SPRING’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘DOOR COMPLETE’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1991 Repair ‘BRAKE BLOCK RB101’.
13.09.1991 Repair ‘DISCHARGE DOOR’.
13.09.1991 Repair ‘DOOR OPENING MECHANISM’.
13.09.1991 Repair ‘TRAIN PIPE (END)’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.11.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘DOOR COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘DOOR HINGES AND PINS’.
17.01.1992 Repair ‘DOOR OPENING MECHANISM’.
17.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘BRAKE PULL ROD’.
07.02.1992 Repair ‘DOOR OPENING MECHANISM’.
07.02.1992 Repair ‘LADDER’.
07.02.1992 Repair ‘STEP’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.07.1992 Repair ‘DISCHARGE DOOR’.
08.07.1992 Repair ‘DOOR COMPLETE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1992 Repair ‘BOGIE COMPLETE’.
12.10.1992 Repair ‘BRAKE BLOCK RB95’.
12.10.1992 Repair ‘BRAKE LEVER’.
12.10.1992 Repair ‘COUPLER COMPLETE’.
12.10.1992 Repair ‘DOOR COMPLETE’.
12.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1992 Repair ‘TRAIN PIPE (END)’.
12.10.1992 Repair ‘YOKE COMPLETE’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘DOOR OPENING MECHANISM’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘DOOR LOCK MECHANISM’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
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05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘END BRAKE COCK’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

AHUF 2005

Details: wagon ‘AHUF 2005 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 07.10.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes

Fleet Grp Code: AH PA PZ SC SV
Return to Service Date: 07.05.1995
Due Triple Valve: 05.08.1992
Last Triple Valve: 27.06.1991
Last Brake Cylinder: 27.06.1991
Last Single Car Test: 27.06.1991
Last Lift: 28.05.1979

15.01.1988 Alteration complete ‘RECLASSIFY AHUY TO AHUF - REFER RS4231
(RS3066)’. New class: ‘AHUF’.

20.07.1990 Repair ‘DISCHARGE DOOR’.
20.07.1990 Repair ‘SLOPE SHEET’.
20.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHUY 2005 H’
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHUY 2005 H’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRANCH PIPE’.
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26.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.06.1991 Repair ‘DISCHARGE DOOR’.
26.06.1991 Repair ‘DOOR HINGES AND PINS’.
26.06.1991 Repair ‘DOOR OPENING MECHANISM’.
26.06.1991 Repair ‘END HOSE’.
26.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘STEP’.
26.06.1991 Repair ‘TOP CENTRE PLATE’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Repair ‘YOKE COMPLETE’.
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Repair ‘BRAKE PIN’.
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

AHUF 2006

Details: wagon ‘AHUF 2006 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 219
Date Built: 10.10.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX BB
BSG Code: DSHB

Capacity of 55.8 tonnes
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Fleet Grp Code: AH PZ PA SC SV
Return to Service Date: 26.01.1996
Due Triple Valve: 22.06.1993
Last Brake Cylinder: 22.06.1992
Last Single Car Test: 07.02.1994
Last Lift: 05.09.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘BB’ TO ‘AHUF’ - REFER RS4237.
(RS3091)’. New class: ‘AHUF’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRAKE CONTROL PIPE’.
21.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRAKE PIN’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘BRANCH PIPE’.
21.06.1990 Repair ‘CARD OR CLIP HOLDER’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1990 Repair ‘DISCHARGE DOOR’.
21.06.1990 Repair ‘DOOR FRAME’.
21.06.1990 Repair ‘DOOR HINGES AND PINS’.
21.06.1990 Repair ‘DOOR HINGES AND PINS’.
21.06.1990 Repair ‘DOOR LOCK MECHANISM’.
21.06.1990 Repair ‘DOOR OPENING MECHANISM’.
21.06.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1990 Repair ‘SIDE BEARER’.
21.06.1990 Repair ‘STEP’.
21.06.1990 Repair ‘TRAIN PIPE’.
21.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Repair ‘WEAR PLATES & SADDLES’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BB 2006 D’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘DOOR OPENING MECHANISM’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1991 Repair ‘DISCHARGE DOOR’.
11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘DOOR COMPLETE’.
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19.03.1991 Repair ‘TRAIN PIPE (END)’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘DISCHARGE DOOR’.
29.04.1991 Repair ‘DOOR HINGES AND PINS’.
29.04.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘DISCHARGE DOOR’.
13.09.1991 Repair ‘DOOR HINGES AND PINS’.
13.09.1991 Repair ‘DOOR OPENING MECHANISM’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘DOOR COMPLETE’.
30.09.1991 Repair ‘SIDE BEARER’.
30.09.1991 Repair ‘TOP CENTRE PLATE’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Repair ‘WEAR PLATES & SADDLES’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘BRANCH PIPE’.
16.10.1991 Repair ‘DISCHARGE DOOR’.
16.10.1991 Repair ‘LADDER’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘DISCHARGE DOOR’.
15.01.1992 Repair ‘DOOR HINGES AND PINS’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘BRAKE LEVER’.
17.01.1992 Repair ‘BRAKE PULL ROD’.
17.01.1992 Repair ‘BRAKE SPRING’.
17.01.1992 Repair ‘DOOR OPENING MECHANISM’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘SIDE BEARER’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE PULL ROD’.
07.02.1992 Repair ‘DOOR OPENING MECHANISM’.
07.02.1992 Repair ‘LADDER’.
07.02.1992 Repair ‘STEP’.
07.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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18.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1992 Repair ‘VEHICLE STENCILS’.
18.06.1992 Repair ‘WHEEL SET’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BRAKE PULL ROD’.
07.02.1994 Repair ‘DOOR OPENING MECHANISM’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.

AHUY 1997

05.06.1991 Reclassified from wagon ‘AHUY 1997 Q’ to ’ wagon ‘AHUF 1997 J’.

AHUY 1999

22.04.1991 Reclassified from wagon ‘AHUY 1999 L’ to ’ wagon ‘AHUF 1999 E’.

AHUY 2000

29.05.1991 Reclassified from wagon ‘AHUY 2000 X’ to ’ wagon ‘AHUF 2000 B’.

AHUY 2004

01.11.1989 Reclassified from wagon ‘AHUY 2004 V’ to ’ wagon ‘AHUF 2004 Y’.

AHUY 2005

29.05.1991 Reclassified from wagon ‘AHUY 2005 H’ to ’ wagon ‘AHUF 2005 A’.

2.56 Wagon classification starting with ‘AHV’

AHVY 1

01.03.1988 Reclassified from wagon ‘AHVY 1 X’ to ’ wagon ‘HD 3 U’.
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AHVY 2

13.05.1988 Reclassified from wagon ‘AHVY 2 R’ to ’ wagon ‘HD 8 T’.

AHVY 3

03.08.1989 Reclassified from wagon ‘AHVY 3 D’ to ’ wagon ‘HD 23 N’.

AHVY 5

05.05.1988 Reclassified from wagon ‘AHVY 5 V’ to ’ wagon ‘HD 6 B’.

AHVY 6

21.08.1989 Reclassified from wagon ‘AHVY 6 H’ to ’ wagon ‘HD 26 R’.

AHVY 7

12.11.1987 Reclassified from wagon ‘AHVY 7 Q’ to ’ wagon ‘HD 1 C’.

AHVY 8

28.10.1988 Reclassified from wagon ‘AHVY 8 C’ to ’ wagon ‘HD 20 J’.

AHVY 9

08.02.1990 Reclassified from wagon ‘AHVY 9 L’ to ’ wagon ‘HD 15 A’.

AHVY 10

10.03.1988 Reclassified from wagon ‘AHVY 10 H’ to ’ wagon ‘HD 2 L’.

AHVY 11

05.07.1988 Reclassified from wagon ‘AHVY 11 Q’ to ’ wagon ‘HD 18 E’.

AHVY 12

17.11.1989 Reclassified from wagon ‘AHVY 12 C’ to ’ wagon ‘HD 12 T’.

AHVY 14

26.04.1988 Reclassified from wagon ‘AHVY 14 U’ to ’ wagon ‘HD 5 P’.

AHVY 15

11.01.1989 Reclassified from wagon ‘AHVY 15 G’ to ’ wagon ‘HD 21 S’.

AHVY 16

15.08.1989 Reclassified from wagon ‘AHVY 16 P’ to ’ wagon ‘HD 27 D’.
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AHVY 17

18.10.1988 Reclassified from wagon ‘AHVY 17 B’ to ’ wagon ‘HD 19 N’.

AHVY 18

03.12.1985 Alteration complete ‘MODIFY ONE HOPPER WAGON INCORPORATING
ONE SCREW TYPE AND ONE GEAR BOX TYPE DOOR OPERATING GEAR. THIS
PROTO-TYPE WAGON TO BE MODIFIED AT ISLINGTON. (WSH 30533) AHVY
18K. (RS4085)’.

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class: ‘HD’.
11.07.1995 Repair ‘VEHICLE SOLD’.

AHVY 19

15.09.1989 Reclassified from wagon ‘AHVY 19 T’ to ’ wagon ‘HD 28 M’.

AHVY 20

05.10.1988 Reclassified from wagon ‘AHVY 20 P’ to ’ wagon ‘HD 17 S’.

AHVY 21

08.09.1987 Reclassified from wagon ‘AHVY 21 B’ to ’ wagon ‘HD 21 S’.
08.04.1988 Reclassified from wagon ‘AHVY 21 B’ to ’ wagon ‘HD 4 G’.

AHVY 22

05.05.1988 Reclassified from wagon ‘AHVY 22 K’ to ’ wagon ‘HD 7 K’.

AHVY 23

24.11.1989 Reclassified from wagon ‘AHVY 23 T’ to ’ wagon ‘HD 13 F’.

AHVY 25

01.09.1988 Reclassified from wagon ‘AHVY 25 Y’ to ’ wagon ‘HD 16 J’.

AHVY 26

11.09.1989 Reclassified from wagon ‘AHVY 26 A’ to ’ wagon ‘HD 29 V’.

AHVY 27

21.08.1989 Reclassified from wagon ‘AHVY 27 J’ to ’ wagon ‘HD 24 W’.
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AHVY 28

27.07.1989 Reclassified from wagon ‘AHVY 28 S’ to ’ wagon ‘HD 25 X’.

AHVY 29

08.09.1987 Reclassified from wagon ‘AHVY 29 E’ to ’ wagon ‘HD 29 V’.
24.11.1989 Reclassified from wagon ‘AHVY 29 E’ to ’ wagon ‘HD 14 Y’.

AHVY 30

15.06.1988 Reclassified from wagon ‘AHVY 30 A’ to ’ wagon ‘HD 9 F’.

2.57 Wagon classification starting with ‘AHW’

AHWF 1

Details: wagon ‘AHWF 1 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PA PZ
Return to Service Date: 08.08.1996
Due Triple Valve: 20.04.1994
Last Brake Cylinder: 20.04.1993
Last Single Car Test: 11.08.1993

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.08.1989 Repair ‘DISCHARGE DOOR’.
01.08.1989 Repair ‘DOOR OPENING MECHANISM’.
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01.08.1989 Repair ‘END BRAKE COCK’.
01.08.1989 Repair ‘END HOSE’.
01.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1989 Repair ‘LADDER’.
01.08.1989 Repair ‘STEP’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHWY 1 L’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE BLOCK RB101’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHWY 1 L’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHWY 1 L’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BRAKE PULL ROD’.
06.04.1990 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘BRANCH PIPE’.
20.07.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
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28.02.1991 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Repair ‘TRAIN PIPE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘STEP’.
18.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘STEP’.
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Repair ‘BOGIE SPRING’.
23.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘VEHICLE STENCILS’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE
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CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ’ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

08.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 2

Details: wagon ‘AHWF 2 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PA AH
Return to Service Date: 24.11.1994
Due Triple Valve: 05.08.1992
Last Triple Valve: 29.06.1989
Last Brake Cylinder: 26.02.1991
Last Single Car Test: 11.08.1993

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘BRANCH PIPE’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.11.1990 Repair ‘BRANCH PIPE’.
07.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1990 Repair ‘END COMPLETE’.
07.11.1990 Repair ‘TRAIN PIPE’.
15.11.1990 Repair ‘BOGIE COMPLETE’.
15.11.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘DISCHARGE DOOR’.
17.04.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE PULL ROD’.
03.12.1991 Repair ‘DOOR COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
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05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘DOOR COMPLETE’.
05.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

AHWF 3

Details: wagon ‘AHWF 3 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
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Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 30.01.1996
Due Triple Valve: 19.01.1994
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 18.02.1994
Last Lift: 20.01.1986

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’
BALLAST HOPPERS. AHWF. (RS4528)’.

20.09.1990 Repair ‘BOGIE COMPLETE’.
07.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRAKE LEVER’.
17.09.1992 Repair ‘BRAKE PULL ROD’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘DISCHARGE DOOR’.
17.09.1992 Repair ‘DOOR HINGES AND PINS’.
17.09.1992 Repair ‘DOOR OPENING MECHANISM’.
17.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1992 Repair ‘SIDE BEARER’.
03.11.1992 Repair ‘DISCHARGE DOOR’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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22.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘DISCHARGE DOOR’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘TRAIN PIPE (END)’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 4

Details: wagon ‘AHWF 4 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AH
Return to Service Date: 08.08.1996
Due Triple Valve: 19.01.1994
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 25.10.1993

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘BRAKE BLOCK RB95’.
07.05.1990 Repair ‘COUPLER KNUCKLE’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE COMPLETE’.
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.11.1990 Repair ‘END BRAKE COCK’.
21.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘DOOR FRAME’.
19.04.1991 Repair ‘DOOR OPENING MECHANISM’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DOOR COMPLETE’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘HANDRAILS END’.
19.11.1991 Repair ‘SIDE SHEET’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE LEVER’.
13.02.1992 Repair ‘SIDE BEARER’.
13.02.1992 Repair ‘TOP CENTRE PLATE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘BRAKE LEVER’.
11.09.1992 Repair ‘DOOR HINGES AND PINS’.
11.09.1992 Repair ‘DOOR HINGES AND PINS’.
11.09.1992 Repair ‘DOOR OPENING MECHANISM’.
11.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.09.1992 Repair ‘SIDE BEARER’.
11.09.1992 Repair ‘TOP CENTRE PLATE’.
11.09.1992 Repair ‘VEHICLE COMPLETE’.
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12.10.1992 Repair ‘BRAKE PULL ROD’.
03.11.1992 Repair ‘DISCHARGE DOOR’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.10.1993 Repair ‘BRANCH PIPE’.
22.10.1993 Repair ‘DISCHARGE DOOR’.
22.10.1993 Repair ‘DOOR HINGES AND PINS’.
22.10.1993 Repair ‘DOOR HINGES AND PINS’.
22.10.1993 Repair ‘DOOR HINGES AND PINS’.
22.10.1993 Repair ‘DOOR OPENING MECHANISM’.
22.10.1993 Repair ‘END FRAME MEMBER’.
22.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1993 Repair ‘HANDBRAKE HANDLE’.
22.10.1993 Repair ‘HANDRAILS END’.
22.10.1993 Repair ‘LADDER’.
22.10.1993 Repair ‘STEP’.
22.10.1993 Repair ‘STEP’.
22.10.1993 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘UNDERFRAME COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

17.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 5

Details: wagon ‘AHWF 5 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 18.01.1996
Due Triple Valve: 01.05.1993
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 04.01.1994

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘BRAKE PULL ROD’.
01.08.1990 Repair ‘LADDER’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘SIDE COMPLETE’.
01.08.1990 Repair ‘SIDE MEMBER’.
01.08.1990 Repair ‘STEP’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE PIN’.
26.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
07.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE PULL ROD’.
03.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Repair ‘WEAR PLATES & SADDLES’.
03.10.1991 Repair ‘YOKE CARRIER’.
03.10.1991 Repair ‘YOKE COMPLETE’.
03.10.1991 Repair ‘YOKE FOLLOWER’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘DOOR HINGES AND PINS’.
21.11.1991 Repair ‘DOOR HOPPER LOADING’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1992 Repair ‘LADDER’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARINGS’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘DISCHARGE DOOR’.
21.10.1992 Repair ‘STEP’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
16.11.1992 Repair ‘BRAKE LEVER’.
25.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BRAKE PIN’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘DOOR HOPPER LOADING’.
30.03.1993 Repair ‘TRAIN PIPE (END)’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.

1763



2. TIMS GROUP INFORMATION - WAGONS

19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1994 Repair ‘BRAKE BLOCK RB95’.
04.01.1994 Repair ‘BRAKE PULL ROD’.
04.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
04.01.1994 Repair ‘DOOR OPENING MECHANISM’.
04.01.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

18.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 6

Details: wagon ‘AHWF 6 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes
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Fleet Grp Code: PZ PA AH
Return to Service Date: 22.09.1996
Due Triple Valve: 26.05.1993
Last Triple Valve: 04.07.1989
Last Brake Cylinder: 26.05.1992
Last Single Car Test: 11.08.1993
Last Lift: 20.11.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
01.12.1989 Repair ‘DOOR OPENING MECHANISM’.
01.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Repair ‘END HOSE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘DISCHARGE DOOR’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.05.1992 Repair ‘DOOR COMPLETE’.
25.05.1992 Repair ‘DOOR OPENING MECHANISM’.
25.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘HANDRAILS END’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE CONTROL PIPE’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
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05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

08.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 9

Details: wagon ‘AHWF 9 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AH
Return to Service Date: 19.02.1993
Due Triple Valve: 23.11.1993
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 23.11.1992

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1989 Repair ‘COUPLER COMPLETE’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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18.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1989 Repair ‘END BRAKE COCK’.
18.09.1989 Repair ‘TRAIN PIPE (END)’.
18.09.1989 Repair ‘YOKE COMPLETE’.
28.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘TRAIN PIPE’.
28.11.1990 Repair ‘WHEEL SET’.
03.02.1991 Repair ‘BRAKE BLOCK OTHER’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘BRAKE PULL ROD’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘TRAIN PIPE (END)’.
08.06.1991 Repair ‘WHEEL SET’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘VEHICLE STENCILS’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1992 Repair ‘LADDER’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE
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CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.11.1992 Repair ‘VEHICLE STENCILS’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

AHWF 11

Details: wagon ‘AHWF 11 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AH
Return to Service Date: 08.08.1996
Due Triple Valve: 19.04.1994
Last Brake Cylinder: 16.09.1991
Last Single Car Test: 11.08.1993
Last Lift: 01.03.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BODY COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘SIDE MEMBER’.
08.09.1989 Repair ‘SIDE SHEET’.
08.09.1989 Repair ‘TOP CENTRE PLATE’.
08.09.1989 Repair ‘WEAR PLATES & SADDLES’.
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1990 Repair ‘DOOR COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.04.1991 Repair ‘DOOR FRAME’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘HANDBRAKE HANDLE’.
22.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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12.09.1991 Repair ‘VEHICLE STENCILS’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘STEP’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.04.1992 Repair ‘YOKE CARRIER’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘DOOR FRAME’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘LADDER’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘VEHICLE STENCILS’.
17.10.1992 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
29.03.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

08.01.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
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AHWF 12

Details: wagon ‘AHWF 12 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 09.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 05.10.1996
Due Triple Valve: 01.02.1989
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 12.03.1990
Last Single Car Test: 11.11.1993
Last Lift: 08.02.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘BRAKE LEVER’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘DOOR FRAME’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘BRAKE LEVER’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.07.1991 Repair ‘DISCHARGE DOOR’.
19.07.1991 Repair ‘DOOR OPENING MECHANISM’.
19.07.1991 Repair ‘STEP’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BRAKE BLOCK RB95’.
09.01.1992 Repair ‘BRAKE PULL ROD’.
09.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Repair ‘HANDRAILS END’.
06.02.1992 Repair ‘STEP’.
06.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

21.10.1992 Repair ‘BOGIE BEARINGS’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
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19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

15.01.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 14

Details: wagon ‘AHWF 14 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 14.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 19.01.1996
Due Triple Valve: 01.07.1992
Last Brake Cylinder: 09.12.1993
Last Single Car Test: 09.12.1993
Last Lift: 25.09.1987
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15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BEARINGS’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘WHEEL SET’.
28.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘DOOR COMPLETE’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE PULL ROD’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘DISCHARGE DOOR’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘SIDE BEARER’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE LEVER’.
09.12.1993 Repair ‘DISCHARGE DOOR’.
09.12.1993 Repair ‘DOOR HINGES AND PINS’.
09.12.1993 Repair ‘DOOR OPENING MECHANISM’.
09.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 15

13.02.1997 Reclassified from wagon ‘AHWF 15 C’ to ’ wagon ‘AHWL 15 D’.

AHWF 16

Details: wagon ‘AHWF 16 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 25.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PA AH
Return to Service Date: 19.12.1995
Last Triple Valve: 11.06.1991
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 18.02.1994
Last Lift: 20.02.1981

1775



2. TIMS GROUP INFORMATION - WAGONS

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Repair ‘END HOSE’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘DISCHARGE DOOR’.
02.11.1989 Repair ‘DOOR OPENING MECHANISM’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
30.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.06.1990 Repair ‘BRAKE BLOCK OTHER’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1990 Repair ‘BRAKE LEVER’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘TOP CENTRE PLATE’.
09.11.1990 Repair ‘TRANSOM’.
29.11.1990 Repair ‘WHEEL SET’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1991 Repair ‘DOOR OPENING MECHANISM’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘DOOR FRAME’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRAKE LEVER’.
19.07.1991 Repair ‘DISCHARGE DOOR’.
19.07.1991 Repair ‘DOOR OPENING MECHANISM’.
19.07.1991 Repair ‘WHEEL SET’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARINGS’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

1777



2. TIMS GROUP INFORMATION - WAGONS

05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWF 17

Details: wagon ‘AHWF 17 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 25.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes
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Fleet Grp Code: PZ PA AH
Return to Service Date: 10.10.1996
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 12.03.1990
Last Single Car Test: 18.02.1994
Last Lift: 07.11.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.08.1989 Repair ‘STEP’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE CONTROL PIPE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TOP CENTRE PLATE’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BOGIE SIDEFRAME’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘DISCHARGE DOOR’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘END HOSE’.
06.06.1991 Repair ‘HANDRAILS’.
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23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1991 Repair ‘DOOR OPENING MECHANISM’.
23.07.1991 Repair ‘END BRAKE COCK’.
23.07.1991 Repair ‘HANDBRAKE HANDLE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘BRAKE PULL ROD’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘SIDE BEARER’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘BRAKE PULL ROD’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘SIDE SHEET’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘LADDER’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

16.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
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AHWF 18

Details: wagon ‘AHWF 18 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 29.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PA PZ
Return to Service Date: 19.12.1995
Due Triple Valve: 01.02.1989
Last Triple Valve: 05.08.1991
Last Single Car Test: 16.02.1994
Last Lift: 15.02.1984

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

20.02.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘HANDRAILS END’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘END HOSE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘BRAKE PIN’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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23.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1991 Repair ‘DISCHARGE DOOR’.
23.07.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘DOOR COMPLETE’.
30.06.1992 Repair ‘DOOR HINGES AND PINS’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
13.10.1993 Repair ‘STEP’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWF 19

Details: wagon ‘AHWF 19 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 30.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AF PZ PA
Return to Service Date: 30.07.1996
Due Triple Valve: 24.02.1989
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 18.02.1994
Last Lift: 05.12.1985

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRANCH PIPE’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘DOOR COMPLETE’.
02.05.1990 Repair ‘HANDRAILS END’.
11.06.1990 Repair ‘STEP’.
13.08.1990 Repair ‘BRAKE LEVER’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE PIN’.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
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02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘END HOSE’.
02.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1992 Repair ‘TRAIN PIPE’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
22.12.1992 Repair ‘WHEEL SET’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

24.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 20

Details: wagon ‘AHWF 20 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 27.06.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 14.02.1994
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 11.01.1994
Last Lift: 07.01.1987

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
20.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DOOR COMPLETE’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1991 Repair ‘TOP CENTRE PLATE’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRANCH PIPE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1991 Repair ‘BRAKE LEVER’.
18.11.1991 Repair ‘BRAKE PULL ROD’.
18.11.1991 Repair ‘DOOR HINGES AND PINS’.
18.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.

1785



2. TIMS GROUP INFORMATION - WAGONS

27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘END BRAKE COCK’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1992 Repair ‘BRAKE LEVER’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1992 Repair ‘HANDRAILS END’.
17.06.1992 Repair ‘LADDER’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘COUPLER KNUCKLE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1994 Repair ‘SIDE BEARER’.
11.01.1994 Repair ‘TRAIN PIPE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.
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AHWF 21

Details: wagon ‘AHWF 21 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 06.07.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PA PZ AH
Return to Service Date: 08.08.1996
Due Triple Valve: 17.06.1992
Last Single Car Test: 18.02.1994
Last Lift: 15.12.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.10.1989 Repair ‘BRAKE LEVER’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE BEARERS’.
05.03.1990 Repair ‘BOGIE BEARINGS’.
05.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘EMPTY LOAD VALVE’.
05.03.1990 Repair ‘GRADE CONTROL VALVE’.
05.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
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23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘DOOR COMPLETE’.
28.11.1991 Repair ‘DOOR OPENING MECHANISM’.
28.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘BRANCH PIPE’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘DOOR COMPLETE’.
05.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
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08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

17.11.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 23

Details: wagon ‘AHWF 23 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 13.06.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AF
Return to Service Date: 11.07.1995
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 15.12.1993
Last Lift: 22.11.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘SIDE BEARER’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘DISCHARGE DOOR’.
09.11.1989 Repair ‘DOOR OPENING MECHANISM’.
09.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BEARERS’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARERS’.
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16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘DOOR FRAME’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘STEP’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE LEVER’.
06.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘HANDRAILS END’.
06.06.1991 Repair ‘STANCHION’.
19.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘END BRAKE COCK’.
17.06.1992 Repair ‘END FRAME MEMBER’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘DISCHARGE DOOR’.
12.05.1993 Repair ‘DOOR OPENING MECHANISM’.
12.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘DISCHARGE DOOR’.
15.12.1993 Repair ‘DOOR HINGES AND PINS’.
15.12.1993 Repair ‘DOOR HINGES AND PINS’.
15.12.1993 Repair ‘DOOR OPENING MECHANISM’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.

AHWF 25

Details: wagon ‘AHWF 25 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 20.06.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PA AH
Return to Service Date: 08.08.1996
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 10.02.1992
Last Single Car Test: 17.02.1994
Last Lift: 07.07.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.10.1989 Repair ‘BOGIE SPRING’.
28.10.1989 Repair ‘BRAKE LEVER’.
28.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
20.12.1990 Repair ‘SIDE SILL’.
21.12.1990 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘LADDER’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BRAKE PIN’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘DOOR HOPPER LOADING’.
07.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1992 Repair ‘HANDRAILS’.
07.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1992 Repair ‘STEP’.
07.02.1992 Repair ‘TRAIN PIPE’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘EMPTY LOAD VALVE’.
18.02.1993 Repair ‘GRADE CONTROL VALVE’.
18.02.1993 Repair ‘WHEEL SET’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BEARERS’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘BRAKE LEVER’.
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20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘WHEEL SET’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BRAKE BLOCK RB95’.
26.11.1993 Repair ‘BRAKE LEVER’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘BRANCH PIPE’.
26.11.1993 Repair ‘DISCHARGE DOOR’.
26.11.1993 Repair ‘DOOR COMPLETE’.
26.11.1993 Repair ‘DOOR OPENING MECHANISM’.
26.11.1993 Repair ‘GRADE CONTROL VALVE’.
26.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1993 Repair ‘TRAIN PIPE (END)’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE CONTROL PIPE’.
16.02.1994 Repair ‘BRAKE LEVER’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

07.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 26

Details: wagon ‘AHWF 26 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
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Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 25.06.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PA AH
Return to Service Date: 11.10.1996
Last Brake Cylinder: 20.04.1993
Last Single Car Test: 11.11.1993
Last Lift: 01.06.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘HANDRAILS END’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘DOOR HINGES AND PINS’.
17.05.1990 Repair ‘DOOR LOCK MECHANISM’.
17.05.1990 Repair ‘DOOR OPENING MECHANISM’.
17.05.1990 Repair ‘SIDE BEARER’.
28.11.1990 Repair ‘WHEEL SET’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.02.1991 Repair ‘BRAKE LEVER’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
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19.03.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BRANCH PIPE’.
27.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘DOOR COMPLETE’.
29.07.1991 Repair ‘DOOR OPENING MECHANISM’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘TRAIN PIPE (END)’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘BRAKE PIN’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘DOOR COMPLETE’.
01.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BRAKE BLOCK RB95’.
27.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘LADDER’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
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05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

16.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 27

Details: wagon ‘AHWF 27 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 21.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Due Triple Valve: 03.10.1991
Last Brake Cylinder: 08.10.1991
Last Single Car Test: 11.08.1993
Last Lift: 01.10.1986
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15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

04.10.1989 Repair ‘VEHICLE RECLASSIFY’.
04.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHWY 27 M’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘DOOR OPENING MECHANISM’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘DOOR COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘VEHICLE STENCILS’.
27.10.1991 Repair ‘DOOR HOPPER LOADING’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Repair ‘BRAKE LEVER’.
29.11.1991 Repair ‘BRAKE PIN’.
29.11.1991 Repair ‘DOOR COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘DISCHARGE DOOR’.
17.01.1992 Repair ‘DOOR HINGES AND PINS’.
17.01.1992 Repair ‘DOOR OPENING MECHANISM’.
17.01.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
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25.06.1992 Repair ‘DISCHARGE DOOR’.
25.06.1992 Repair ‘DOOR COMPLETE’.
25.06.1992 Repair ‘STEP’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1994 Repair ‘BRAKE BLOCK RB95’.
29.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWF 30

Details: wagon ‘AHWF 30 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.5tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 23.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 08.08.1996
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 05.05.1992
Last Single Car Test: 18.02.1994
Last Lift: 11.12.1986

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

27.10.1989 Repair ‘BRAKE LEVER’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE BLOCK RB95’.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘WHEEL SET’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘STEP’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
23.11.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘SIDE SILL’.
20.12.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
21.12.1990 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘SIDE BEARER’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Repair ‘DOOR HINGES AND PINS’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘SIDE BEARER’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1992 Repair ‘BRAKE LEVER’.
04.02.1992 Repair ‘BRAKE PIN’.
04.02.1992 Repair ‘DOOR OPENING MECHANISM’.
04.02.1992 Repair ‘STEP’.
04.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE LEVER’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DISCHARGE DOOR’.
10.02.1992 Repair ‘DOOR HINGES AND PINS’.
10.02.1992 Repair ‘DOOR OPENING MECHANISM’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1992 Repair ‘COUPLER KNUCKLE’.
28.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
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17.02.1994 Repair ‘BRAKE PIN’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘HANDRAILS END’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

07.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 31

Details: wagon ‘AHWF 31 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 15.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 30.01.1996
Last Brake Cylinder: 25.06.1991
Last Single Car Test: 06.12.1993
Last Lift: 06.03.1986

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

28.10.1989 Repair ‘BRAKE LEVER’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
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08.11.1989 Repair ‘WHEEL SET’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE BEARERS’.
05.03.1990 Repair ‘BOGIE COMPLETE’.
05.03.1990 Repair ‘BRAKE BLOCK RB95’.
05.03.1990 Repair ‘GRADE CONTROL VALVE’.
05.03.1990 Repair ‘WHEEL SET’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
21.11.1990 Repair ‘SIDE SILL’.
22.11.1990 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1991 Repair ‘BRANCH PIPE’.
27.10.1991 Repair ‘END BRAKE COCK’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Repair ‘BRAKE PULL ROD’.
29.11.1991 Repair ‘DISCHARGE DOOR’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1992 Repair ‘COUPLER KNUCKLE’.
05.02.1992 Repair ‘DOOR HINGES AND PINS’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘GRADE CONTROL VALVE’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.
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22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARINGS’.
22.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1992 Repair ‘SIDE BEARER’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘BRAKE PULL ROD’.
02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

08.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 33

Details: wagon ‘AHWF 33 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 23.08.1973
Operating System: AN
Intended Use: BALLAST

1804



2.57. Wagon classification starting with ‘AHW’

Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PA PZ AH
Return to Service Date: 08.08.1996
Last Triple Valve: 25.06.1991
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 17.02.1994
Last Lift: 12.06.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
09.05.1990 Repair ‘DOOR OPENING MECHANISM’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1990 Repair ‘WHEEL SET’.
28.03.1991 Repair ‘LADDER’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘END FRAME MEMBER’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘DISCHARGE DOOR’.
30.09.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘DOOR FRAME’.
11.09.1992 Repair ‘DOOR OPENING MECHANISM’.
11.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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11.09.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE LEVER’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘TRAIN PIPE (END)’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

17.01.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 34

Details: wagon ‘AHWF 34 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB H-3
Date Built: 23.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 09.01.1996
Due Triple Valve: 06.05.1994
Last Brake Cylinder: 06.05.1993
Last Single Car Test: 18.02.1994

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘BRAKE PULL ROD’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Repair ‘YOKE CARRIER’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘END FRAME MEMBER’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘TRAIN PIPE (END)’.
28.11.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK OTHER’.
05.02.1992 Repair ‘BRAKE PIN’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
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05.02.1992 Repair ‘DOOR COMPLETE’.
05.02.1992 Repair ‘DOOR HINGES AND PINS’.
05.02.1992 Repair ‘DOOR LOCK MECHANISM’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘HANDRAILS END’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
15.06.1992 Repair ‘SIDE BEARER’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARERS’.
22.10.1992 Repair ‘BOGIE BEARINGS’.
22.10.1992 Repair ‘SIDE BEARER’.
22.10.1992 Repair ‘SIDE COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BEARINGS’.
06.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 35

Details: wagon ‘AHWF 35 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 23.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 05.08.1993
Last Triple Valve: 05.08.1991
Last Single Car Test: 11.08.1993
Last Lift: 20.02.1983

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

20.02.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘COUPLER KNUCKLE’.
02.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.03.1990 Repair ‘WHEEL SET’.
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK OTHER’.
03.02.1991 Repair ‘BRAKE LEVER’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘DOOR COMPLETE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR HOPPER LOADING’.
01.05.1991 Repair ‘DOOR OPENING MECHANISM’.
01.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
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06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘STEP’.
18.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.07.1991 Repair ‘DOOR OPENING MECHANISM’.
18.07.1991 Repair ‘STEP’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

AHWF 36

Details: wagon ‘AHWF 36 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 06.09.1973
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Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AH
Return to Service Date: 04.10.1996
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 11.08.1993
Last Lift: 01.04.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘STEP’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
08.11.1989 Repair ‘DOOR OPENING MECHANISM’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘END FRAME MEMBER’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Repair ‘SIDE MEMBER’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘STEP’.
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04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘DOOR COMPLETE’.
19.04.1991 Repair ‘DOOR OPENING MECHANISM’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘END BRAKE COCK’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE PULL ROD’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘YOKE COMPLETE’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘DOOR COMPLETE’.
01.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BEARINGS’.
26.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1992 Repair ‘VEHICLE STENCILS’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
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20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
13.01.1994 Repair ‘STEP’.
13.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

15.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 37

13.02.1997 Reclassified from wagon ‘AHWF 37 N’ to ’ wagon ‘AHWL 37 Y’.

AHWF 39

Details: wagon ‘AHWF 39 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 27.09.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB
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Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AH
Return to Service Date: 09.01.1996
Last Triple Valve: 30.06.1989
Last Brake Cylinder: 01.05.1992
Last Single Car Test: 01.05.1992
Last Lift: 17.04.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘DISCHARGE DOOR’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘BRAKE BLOCK RB95’.
13.01.1990 Repair ‘BRAKE LEVER’.
13.01.1990 Repair ‘BRANCH PIPE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘GRADE CONTROL VALVE’.
13.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
01.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.08.1990 Repair ‘BRAKE LEVER’.
22.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1990 Repair ‘DISCHARGE DOOR’.
13.09.1990 Repair ‘DOOR LOCK MECHANISM’.
13.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘SIDE BEARER’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
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26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE PIN’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
27.02.1991 Repair ‘HANDRAILS END’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘HANDRAILS END’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
07.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DISCHARGE DOOR’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

09.01.1996 Repair ‘VEHICLE COMPLETE’.
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AHWF 40

Details: wagon ‘AHWF 40 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 01.10.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: PZ PA AH
Return to Service Date: 08.12.1993
Last Triple Valve: 30.06.1989
Last Brake Cylinder: 03.10.1989
Last Single Car Test: 09.12.1993
Last Lift: 24.02.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
17.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘HANDRAILS END’.
26.01.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.06.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Repair ‘BRAKE LEVER’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.04.1991 Repair ‘BRAKE LEVER’.
12.04.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘DOOR OPENING MECHANISM’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘DOOR OPENING MECHANISM’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘DOOR COMPLETE’.
28.11.1991 Repair ‘DOOR OPENING MECHANISM’.
28.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘BRAKE LEVER’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.02.1992 Repair ‘LADDER’.
11.02.1992 Repair ‘YOKE COMPLETE’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘END BRAKE COCK’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Repair ‘DOOR HINGES AND PINS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
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05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

AHWF 41

Details: wagon ‘AHWF 41 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 03.10.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PA PZ
Return to Service Date: 10.10.1996
Last Brake Cylinder: 20.04.1993
Last Single Car Test: 18.02.1994
Last Lift: 15.04.1983

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

04.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘BRANCH PIPE’.
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04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Repair ‘DISCHARGE DOOR’.
04.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.08.1989 Repair ‘YOKE COMPLETE’.
04.08.1989 Repair ‘YOKE COMPLETE’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWY 41 U’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWY 41 U’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWY 41 U’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘BRAKE PIN’.
25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘CARD OR CLIP HOLDER’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1990 Repair ‘SIDE BEARER’.
25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1990 Repair ‘BRAKE LEVER’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1990 Repair ‘VEHICLE STENCILS’.
29.11.1990 Repair ‘WHEEL SET’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘BRAKE PULL ROD’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1991 Repair ‘DOOR COMPLETE’.
04.12.1991 Repair ‘DOOR FRAME’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK RB95’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘DISCHARGE DOOR’.
05.02.1992 Repair ‘DOOR COMPLETE’.
05.02.1992 Repair ‘DOOR HINGES AND PINS’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘END BRAKE COCK’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
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05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

08.01.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.

AHWF 60

27.09.1991 Reclassified from wagon ‘AHWF 60 U’ to ’ wagon ‘AHWL 60 V’.

AHWF 61

13.03.1991 Reclassified from wagon ‘AHWF 61 G’ to ’ wagon ‘AHWL 61 H’.

AHWF 62

30.09.1991 Reclassified from wagon ‘AHWF 62 P’ to ’ wagon ‘AHWL 62 Q’.

AHWF 63

13.03.1991 Reclassified from wagon ‘AHWF 63 B’ to ’ wagon ‘AHWL 63 C’.

AHWF 64

04.10.1991 Reclassified from wagon ‘AHWF 64 K’ to ’ wagon ‘AHWL 64 L’.

AHWF 65

18.09.1991 Reclassified from wagon ‘AHWF 65 T’ to ’ wagon ‘AHWL 65 U’.

AHWF 66

27.09.1991 Reclassified from wagon ‘AHWF 66 F’ to ’ wagon ‘AHWL 66 G’.
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AHWL 7

Details: wagon ‘AHWL 7 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: FXHZ

Capacity of 56.5 tonnes

Fleet Grp Code: AF PZ
Return to Service Date: 06.09.1995
Due Triple Valve: 23.07.1992
Last Brake Cylinder: 20.04.1993
Last Single Car Test: 11.08.1993
Last Lift: 01.11.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.05.1990 Repair ‘DOOR COMPLETE’.
02.05.1990 Repair ‘END BRAKE COCK’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 7 D’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 7 D’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
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22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 7 D’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘BRAKE LEVER’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DOOR COMPLETE’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1991 Repair ‘YOKE COMPLETE’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 7 D’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARINGS’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 7 D’
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 7 D’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 7 D’
14.11.1992 Repair ‘BRAKE LEVER’.
14.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 7 D’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 7 D’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 7 D’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 7 D’
02.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 7 D’
07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 7 D’
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19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO
CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 7 D’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 7 D’

AHWL 8

Details: wagon ‘AHWL 8 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AF PZ
Return to Service Date: 09.10.1995
Due Triple Valve: 05.05.1994
Last Brake Cylinder: 05.05.1993
Last Single Car Test: 11.08.1993

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

04.10.1989 Repair ‘VEHICLE RECLASSIFY’.
04.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 8 M’
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 8 M’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘BRAKE CONTROL PIPE’.
02.03.1990 Repair ‘COUPLER KNUCKLE’.
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02.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.03.1990 Repair ‘SIDE COMPLETE’.
02.03.1990 Repair ‘WHEEL SET’.
02.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 8 M’
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
03.12.1990 Repair ‘STEP’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 8 M’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1991 Repair ‘WHEEL SET’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 8 M’
20.04.1991 Repair ‘BOGIE COMPLETE’.
20.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 8 M’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 8 M’
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 8 M’
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
25.07.1991 Repair ‘END BRAKE COCK’.
25.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 8 M’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 8 M’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DOOR COMPLETE’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 8 M’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 8 M’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
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03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 8 M’
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
05.02.1993 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHLL 8 M’
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 8 M’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘GRADE CONTROL VALVE’.
05.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 8 M’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘DISCHARGE DOOR’.
12.05.1993 Repair ‘DOOR HINGES AND PINS’.
12.05.1993 Repair ‘DOOR HINGES AND PINS’.
12.05.1993 Repair ‘DOOR HINGES AND PINS’.
12.05.1993 Repair ‘DOOR HINGES AND PINS’.
12.05.1993 Repair ‘DOOR OPENING MECHANISM’.
12.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 8 M’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 8 M’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 8 M’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHLL 8 M’
04.10.1995 Repair ‘VEHICLE RECLASSIFY’.
04.10.1995 Issued at location ‘Loongana’ with a previous code of wagon ‘AHLL 8 M’
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 8 M’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 8 M’
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AHWL 10

Details: wagon ‘AHWL 10 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1964
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Fleet Grp Code: AF PZ
Return to Service Date: 09.10.1995
Due Triple Valve: 06.05.1993
Last Brake Cylinder: 11.08.1993
Last Single Car Test: 11.08.1993
Last Lift: 20.11.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘DISCHARGE DOOR’.
22.05.1990 Repair ‘DOOR OPENING MECHANISM’.
22.05.1990 Repair ‘TRAIN PIPE (END)’.
22.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘TRAIN PIPE (END)’.
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17.08.1990 Repair ‘TRAIN PIPE’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHLL 10 R’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘DISCHARGE DOOR’.
27.02.1991 Repair ‘DOOR COMPLETE’.
27.02.1991 Repair ‘DOOR OPENING MECHANISM’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘BRAKE PIN’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 10 R’
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BRAKE PIN’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘WEAR PLATES & SADDLES’.
24.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 10 R’
18.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRAKE BLOCK RB95’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘DISCHARGE DOOR’.
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28.11.1991 Repair ‘WEAR PLATES & SADDLES’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘BRAKE PULL ROD’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1992 Repair ‘BRAKE BLOCK RB101’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘DOOR HOPPER LOADING’.
07.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1992 Repair ‘HANDRAILS END’.
07.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 10 R’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1992 Repair ‘VEHICLE STENCILS’.
30.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 10 R’
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 10 R’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 10 R’
28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1992 Repair ‘BRAKE LEVER’.
28.11.1992 Repair ‘COUPLER KNUCKLE’.
28.11.1992 Repair ‘GRADE CONTROL VALVE’.
28.11.1992 Repair ‘SIDE COMPLETE’.
28.11.1992 Repair ‘WHEEL SET’.
28.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 10 R’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 10 R’
09.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 10 R’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘BRAKE PULL ROD’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
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19.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 10 R’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Repair ‘DOOR HINGES AND PINS’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 10 R’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 10 R’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 10 R’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 10 R’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 10 R’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 10 R’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHLL 10 R’
04.10.1995 Repair ‘VEHICLE RECLASSIFY’.
04.10.1995 Issued at location ‘Loongana’ with a previous code of wagon ‘AHLL 10 R’
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 10 R’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 10 R’

AHWL 13

Details: wagon ‘AHWL 13 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 09.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: FXHZ

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF PZ
Return to Service Date: 06.09.1995
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 11.08.1993
Last Lift: 28.11.1986

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 13 V’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
05.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 13 V’
19.01.1990 Repair ‘DOOR COMPLETE’.
19.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 13 V’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 13 V’
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 13 V’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘VEHICLE STENCILS’.
15.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 13 V’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.10.1990 Repair ‘BRAKE PIN’.
22.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
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22.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 13 V’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE PULL ROD’.
30.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1991 Repair ‘STEP’.
30.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 13 V’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 13 V’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Repair ‘VEHICLE STENCILS’.
02.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHLL 13 V’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRAKE BLOCK RB95’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 13 V’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK RB95’.
05.02.1992 Repair ‘BRAKE PIN’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘DOOR COMPLETE’.
05.02.1992 Repair ‘DOOR HINGES AND PINS’.
05.02.1992 Repair ‘DOOR LOCK MECHANISM’.
05.02.1992 Repair ‘DOOR OPENING MECHANISM’.
05.02.1992 Repair ‘HANDRAILS END’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘TRAIN PIPE (END)’.
05.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 13 V’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
24.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 13 V’
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 13 V’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
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BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 13 V’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PULL ROD’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 13 V’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 13 V’
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 13 V’
07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 13 V’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 13 V’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHLL 13 V’
06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 13 V’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 13 V’

AHWL 15

Details: wagon ‘AHWL 15 D’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 16.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PA AH
Return to Service Date: 13.05.1996
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 06.12.1993
Last Single Car Test: 06.12.1993
Last Lift: 05.05.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK OTHER’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘STEP’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘YOKE CARRIER’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
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08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHWF 15 C’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘DISCHARGE DOOR’.
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18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
27.04.1991 Repair ‘BRAKE PULL ROD’.
27.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.04.1991 Repair ‘DOOR OPENING MECHANISM’.
27.04.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 15 C’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘HANDBRAKE HANDLE’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 15 C’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AHWF 15 C’
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AHWF 15 C’
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
05.02.1993 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHWF 15 C’
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DISCHARGE DOOR’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

1836



2.57. Wagon classification starting with ‘AHW’

30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘VEHICLE STENCILS’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHWF 15 C’
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BRAKE PULL ROD’.
02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHWF 15 C’
13.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 15 C’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHWF 15 C’

AHWL 22

Details: wagon ‘AHWL 22 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 13.05.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: FXHZ
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Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF PZ
Return to Service Date: 06.09.1995
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 06.05.1992
Last Lift: 02.12.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK OTHER’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘END BRAKE COCK’.
03.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘DOOR HOPPER LOADING’.
12.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘BRAKE PULL ROD’.
23.08.1990 Repair ‘DOOR OPENING MECHANISM’.
23.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHLL 22 U’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘DISCHARGE DOOR’.
18.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE PULL ROD’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘STEP’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘END BRAKE COCK’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 22 U’
18.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.07.1991 Repair ‘DOOR OPENING MECHANISM’.
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18.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon
‘AHLL 22 U’

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘TRAIN PIPE (END)’.
09.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1992 Repair ‘HANDRAILS END’.
06.02.1992 Repair ‘STEP’.
06.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1992 Repair ‘VEHICLE STENCILS’.
20.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 22 U’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
30.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 22 U’
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 22 U’
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 22 U’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 22 U’
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 22 U’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘DISCHARGE DOOR’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 22 U’
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 22 U’
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26.01.1994 Repair ‘DISCHARGE DOOR’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 22 U’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 22 U’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 22 U’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 22 U’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 22 U’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 22 U’

AHWL 24

Details: wagon ‘AHWL 24 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 20.06.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: FXHZ

Capacity of 56.5 tonnes
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Fleet Grp Code: AF PZ
Return to Service Date: 06.09.1995
Due Triple Valve: 01.10.1993
Last Triple Valve: 18.04.1991
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 17.02.1994
Last Lift: 25.10.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.08.1989 Repair ‘STEP’.
16.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 24 P’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘END BRAKE COCK’.
23.08.1989 Repair ‘HANDRAILS’.
23.08.1989 Repair ‘LADDER’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘STEP’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 24 P’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘END BRAKE COCK’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘TRAIN PIPE (END)’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
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17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE LEVER’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘DISCHARGE DOOR’.
30.09.1991 Repair ‘TRAIN PIPE (END)’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
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06.01.1992 Repair ‘BRANCH PIPE’.
06.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘BRAKE PIN’.
04.02.1992 Repair ‘BRAKE PULL ROD’.
04.02.1992 Repair ‘DISCHARGE DOOR’.
04.02.1992 Repair ‘DOOR COMPLETE’.
04.02.1992 Repair ‘DOOR HINGES AND PINS’.
04.02.1992 Repair ‘DOOR OPENING MECHANISM’.
04.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.02.1992 Repair ‘HANDRAILS’.
04.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘STEP’.
04.02.1992 Repair ‘TRAIN PIPE (END)’.
04.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB101’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘BRAKE PIN’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AHLL 24 P’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘HANDRAILS END’.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
30.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 24 P’
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 24 P’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘VEHICLE STENCILS’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 24 P’
15.10.1992 Repair ‘SIDE COMPLETE’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 24 P’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
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20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 24 P’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 24 P’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 24 P’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 24 P’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 24 P’
07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 24 P’
07.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 24 P’
07.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 24 P’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon
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‘AHLL 24 P’
06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 24 P’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 24 P’

AHWL 28

Details: wagon ‘AHWL 28 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 15.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: FXHZ

Capacity of 56.5 tonnes

Fleet Grp Code: AF PZ
Return to Service Date: 06.09.1995
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 01.05.1992
Last Single Car Test: 18.02.1994
Last Lift: 19.03.1987

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

28.10.1989 Repair ‘BRAKE LEVER’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 28 F’
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 28 F’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DOOR COMPLETE’.
19.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 28 F’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

1846



2.57. Wagon classification starting with ‘AHW’

16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 28 F’
30.06.1991 Repair ‘BRAKE BLOCK RB95’.
30.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 28 F’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 28 F’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1992 Repair ‘BRAKE LEVER’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘LADDER’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 28 F’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 28 F’
24.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 28 F’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 28 F’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 28 F’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1993 Repair ‘BRAKE PULL ROD’.
09.11.1993 Repair ‘BRANCH PIPE’.
09.11.1993 Repair ‘DOOR HINGES AND PINS’.
09.11.1993 Repair ‘DOOR HINGES AND PINS’.
09.11.1993 Repair ‘DOOR LOCK MECHANISM’.
09.11.1993 Repair ‘DOOR OPENING MECHANISM’.
09.11.1993 Repair ‘DRAFT GEAR POCKET’.
09.11.1993 Repair ‘FLOOR SHEETING’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘SIDE SHEET’.
09.11.1993 Repair ‘STEP’.
09.11.1993 Repair ‘TOP CENTRE PLATE’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 28 F’
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17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘BRAKE PULL ROD’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR HINGES AND PINS’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘LADDER’.
17.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 28 F’
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 28 F’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 28 F’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 28 F’

AHWL 29

Details: wagon ‘AHWL 29 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 23.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes
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Fleet Grp Code: AF PZ
Return to Service Date: 04.10.1995
Due Triple Valve: 01.09.1996
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 06.12.1993
Last Lift: 04.09.1986

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

28.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 29 Y’
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
20.10.1990 Repair ‘BOGIE COMPLETE’.
20.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 29 Y’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘GRADE CONTROL VALVE’.
22.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 29 Y’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 29 Y’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BRAKE PIN’.
10.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.05.1991 Repair ‘HANDRAILS END’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
10.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 29 Y’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Issued at location ‘Snowtown’ with a previous code of wagon ‘AHLL 29 Y’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 29 Y’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 29 Y’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRANCH PIPE’.
21.11.1991 Repair ‘DISCHARGE DOOR’.
21.11.1991 Repair ‘DOOR OPENING MECHANISM’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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21.11.1991 Repair ‘TRAIN PIPE (END)’.
21.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 29 Y’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘END BRAKE COCK’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1992 Repair ‘LADDER’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 29 Y’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

13.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 29 Y’
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 29 Y’
03.03.1993 Repair ‘DOOR OPENING MECHANISM’.
03.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 29 Y’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.04.1993 Repair ‘BRAKE LEVER’.
19.04.1993 Repair ‘BRAKE PULL ROD’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘TRAIN PIPE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 29 Y’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 29 Y’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 29 Y’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘BRAKE PULL ROD’.
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02.12.1993 Repair ‘DOOR HINGES AND PINS’.
02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 29 Y’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 29 Y’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 29 Y’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 29 Y’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

04.10.1995 Repair ‘VEHICLE RECLASSIFY’.
04.10.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 29 Y’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 29 Y’

AHWL 32

Details: wagon ‘AHWL 32 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 21.08.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56 tonnes

Fleet Grp Code: AF PZ
Return to Service Date: 03.10.1995
Due Triple Valve: 23.07.1991
Last Triple Valve: 04.02.1993
Last Brake Cylinder: 18.03.1992
Last Single Car Test: 11.11.1993
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1989 Repair ‘VEHICLE STENCILS’.
04.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 32 F’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRAKE PULL ROD’.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1990 Repair ‘YOKE CARRIER’.
20.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
28.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 32 F’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHLL 32 F’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PIN’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 32 F’
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
25.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 32 F’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BEARINGS’.
12.03.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1992 Repair ‘VEHICLE STENCILS’.
12.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 32 F’
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 32 F’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘DISCHARGE DOOR’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 32 F’
01.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 32 F’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘EMPTY LOAD VALVE’.
03.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 32 F’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘DISCHARGE DOOR’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 32 F’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 32 F’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 32 F’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 32 F’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 32 F’
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 32 F’
16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 32 F’
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19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO
CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

03.10.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.10.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 32 F’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 32 F’

AHWL 37

Details: wagon ‘AHWL 37 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 18.09.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ PA AH
Return to Service Date: 09.01.1996
Due Triple Valve: 19.01.1994
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 22.02.1994
Last Lift: 24.02.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 37 N’
21.01.1990 Repair ‘BRAKE BLOCK RB95’.
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21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 37 N’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE PIN’.
06.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 37 N’
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 37 N’
10.06.1990 Repair ‘BRAKE BLOCK OTHER’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 37 N’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BEARERS’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Repair ‘SIDE SHEET’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Repair ‘TRAIN PIPE (END)’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHWF 37 N’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
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06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘END HOSE’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 37 N’
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
25.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 37 N’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

03.11.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AHWF 37 N’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
22.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 37 N’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHWF 37 N’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHWF 37 N’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHWF 37 N’
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.02.1994 Repair ‘BRAKE BLOCK RB95’.
18.02.1994 Repair ‘BRAKE LEVER’.
18.02.1994 Repair ‘DOOR HINGES AND PINS’.
18.02.1994 Repair ‘DOOR HINGES AND PINS’.
18.02.1994 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 37 N’
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AHWF 37 N’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHWF 37 N’

AHWL 38

Details: wagon ‘AHWL 38 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18200
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 18.09.1973
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWY
BSG Code: DSHB

Capacity of 56.5 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF PZ
Return to Service Date: 03.10.1995
Due Triple Valve: 01.01.1996
Last Brake Cylinder: 19.04.1993
Last Single Car Test: 11.11.1993
Last Lift: 28.01.1986

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

28.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 38 N’
06.08.1990 Alteration complete ‘FIT CAPTIVE S.G. BOGIES TO 13 NO. ‘AHWF’

BALLAST HOPPERS. AHWF. (RS4528)’.
16.11.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 38 N’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 38 N’
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE PIN’.
23.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1991 Issued at location ‘Bute’ with a previous code of wagon ‘AHLL 38 N’
27.05.1991 Repair ‘BOGIE BEARINGS’.
27.05.1991 Repair ‘BOGIE BEARINGS’.
27.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.05.1991 Issued at location ‘Barunga gap’ with a previous code of wagon

‘AHLL 38 N’
27.05.1991 Issued at location ‘Bute’ with a previous code of wagon ‘AHLL 38 N’
27.05.1991 Issued at location ‘Snowtown’ with a previous code of wagon ‘AHLL 38 N’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BEARINGS’.
07.06.1991 Repair ‘BOGIE COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 38 N’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 38 N’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 38 N’
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27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AHLL 38 N’

28.10.1991 Repair ‘DOOR HOPPER LOADING’.
28.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 38 N’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Repair ‘BRAKE PULL ROD’.
29.11.1991 Repair ‘DISCHARGE DOOR’.
29.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 38 N’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE SPRING’.
10.02.1992 Repair ‘BRAKE PULL ROD’.
10.02.1992 Repair ‘DISCHARGE DOOR’.
10.02.1992 Repair ‘DOOR HINGES AND PINS’.
10.02.1992 Repair ‘DOOR OPENING MECHANISM’.
10.02.1992 Repair ‘GRADE CONTROL VALVE’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 38 N’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1992 Repair ‘BRAKE BLOCK RB95’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘DOOR OPENING MECHANISM’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 38 N’
12.08.1992 Alteration ‘REPLACE EXISTING SAFETY HANGERS FOR BOGIE BRAKE

CONNECTING RODS WITH SAFETY HANGER AS SHOWN IN BKFP2219 ON ALL
BALLAST HOPPER WAGONS. ALL AHTF,AHUF & AHWF. (RS4721)’.

12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHLL 38 N’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘SIDE BEARER’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 38 N’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘DISCHARGE DOOR’.
19.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 38 N’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
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10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PIN’.
10.06.1993 Repair ‘DISCHARGE DOOR’.
10.06.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 38 N’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘DOOR OPENING MECHANISM’.
05.08.1993 Issued at location ‘555km Quarry’ with a previous code of wagon

‘AHLL 38 N’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 38 N’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 38 N’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHLL 38 N’
03.10.1995 Repair ‘VEHICLE RECLASSIFY’.
03.10.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 38 N’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 38 N’

AHWL 42

Details: wagon ‘AHWL 42 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 21.07.1975
Operating System: AN
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Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PA PZ
Return to Service Date: 19.12.1995
Due Triple Valve: 01.01.1991
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 19.11.1993
Last Single Car Test: 26.04.1994
Last Lift: 28.01.1986

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘DISCHARGE DOOR’.
25.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.06.1993 Repair ‘END COMPLETE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘SIDE BEARER’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘BRAKE PULL ROD’.
05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘DISCHARGE DOOR’.
05.11.1993 Repair ‘DOOR FRAME’.
05.11.1993 Repair ‘DOOR HINGES AND PINS’.
05.11.1993 Repair ‘DOOR LOCK MECHANISM’.
05.11.1993 Repair ‘DOOR OPENING MECHANISM’.
05.11.1993 Repair ‘DRAFT GEAR POCKET’.
05.11.1993 Repair ‘END FRAME MEMBER’.
05.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘SIDE BEARER’.
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05.11.1993 Repair ‘TRAIN PIPE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 43

Details: wagon ‘AHWL 43 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 15.07.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
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BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF PZ
Return to Service Date: 03.10.1995
Due Triple Valve: 01.12.1993
Last Triple Valve: 04.07.1989
Last Brake Cylinder: 03.10.1989
Last Single Car Test: 03.12.1991
Last Lift: 15.12.1983

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 43 W’
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 43 W’
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 43 W’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE PIN’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 43 W’
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 43 W’
10.06.1990 Repair ‘BRAKE BLOCK OTHER’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 43 W’
28.10.1991 Repair ‘DOOR HOPPER LOADING’.
28.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 43 W’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1991 Repair ‘BRAKE PIN’.
25.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1991 Repair ‘DOOR COMPLETE’.
25.11.1991 Repair ‘DOOR LOCK MECHANISM’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHLL 43 W’
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AHLL 43 W’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
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08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHLL 43 W’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

03.10.1995 Repair ‘VEHICLE RECLASSIFY’.
03.10.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 43 W’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 43 W’

AHWL 44

Details: wagon ‘AHWL 44 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 30.07.1975
Operating System: AN
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Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 08.08.1996
Due Triple Valve: 11.06.1992
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 16.02.1994
Last Lift: 10.07.1985

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘DOOR FRAME’.
27.02.1991 Repair ‘DOOR HINGES AND PINS’.
27.02.1991 Repair ‘DOOR OPENING MECHANISM’.
27.02.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘HANDRAILS END’.
18.06.1992 Repair ‘LADDER’.
18.06.1992 Repair ‘WHEEL SET’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1992 Repair ‘VEHICLE STENCILS’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1993 Repair ‘BRAKE LEVER’.
18.10.1993 Repair ‘END HOSE’.
18.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘TRAIN PIPE (END)’.
18.10.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘DOOR HINGES AND PINS’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘LADDER’.
15.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 45

Details: wagon ‘AHWL 45 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 06.08.1975
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWL
BSG Code: FXHZ

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF PZ
Return to Service Date: 06.09.1995
Due Triple Valve: 01.06.1994
Last Triple Valve: 11.06.1991
Last Brake Cylinder: 23.07.1990
Last Single Car Test: 22.02.1994
Last Lift: 01.06.1984

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 45 R’
20.12.1989 Repair ‘HANDRAILS’.
20.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHLL 45 R’
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29.12.1989 Repair ‘HANDRAILS’.
29.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHLL 45 R’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘SIDE BEARER’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 45 R’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘END HOSE’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.08.1990 Repair ‘END HOSE’.
07.08.1990 Repair ‘TRAIN PIPE (END)’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHLL 45 R’
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘END BRAKE COCK’.
24.03.1991 Repair ‘END HOSE’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1991 Repair ‘BRAKE PULL ROD’.
05.04.1991 Repair ‘DOOR HOPPER LOADING’.
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05.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 45 R’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHLL 45 R’
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
31.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1993 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AHLL 45 R’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BEARINGS’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘VEHICLE STENCILS’.
10.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHLL 45 R’
14.08.1993 Repair ‘BODY COMPLETE’.
14.08.1993 Repair ‘BOGIE COMPLETE’.
14.08.1993 Repair ‘BRAKE BLOCK RB95’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘DISCHARGE DOOR’.
14.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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14.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1993 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BRAKE LEVER’.
26.11.1993 Repair ‘DISCHARGE DOOR’.
26.11.1993 Repair ‘DOOR HINGES AND PINS’.
26.11.1993 Repair ‘DOOR OPENING MECHANISM’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1994 Repair ‘BRAKE BLOCK RB95’.
18.02.1994 Repair ‘BRAKE LEVER’.
18.02.1994 Repair ‘DOOR HINGES AND PINS’.
18.02.1994 Repair ‘DOOR HINGES AND PINS’.
18.02.1994 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘EMPTY LOAD VALVE’.
18.02.1994 Repair ‘END BRAKE COCK’.
18.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AHLL 45 R’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AHLL 45 R’
19.05.1995 Alteration complete ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO

CLOSE CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY
WAGONS TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO
BE NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Parkeston’ with a previous code of wagon ‘AHLL 45 R’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘AHLL 45 R’

AHWL 46

Details: wagon ‘AHWL 46 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.4tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 10.10.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 13.05.1996
Due Triple Valve: 01.01.1994
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 23.07.1990
Last Single Car Test: 26.04.1994
Last Lift: 19.09.1986

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘END HOSE’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
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04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BODY COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.04.1991 Repair ‘DOOR COVERING’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1991 Repair ‘DISCHARGE DOOR’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘SIDE BEARER’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE PULL ROD’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘DOOR COMPLETE’.
01.10.1991 Repair ‘STEP’.
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
26.06.1993 Repair ‘BODY COMPLETE’.
26.06.1993 Repair ‘BOGIE BEARERS’.
26.06.1993 Repair ‘BOGIE COMPLETE’.
26.06.1993 Repair ‘BRAKE BLOCK RB95’.
26.06.1993 Repair ‘BRAKE LEVER’.
26.06.1993 Repair ‘BRAKE PIN’.
26.06.1993 Repair ‘COUPLER COMPLETE’.
26.06.1993 Repair ‘DISCHARGE DOOR’.
26.06.1993 Repair ‘EMPTY LOAD VALVE’.
26.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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26.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BRAKE PULL ROD’.
02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 47

Details: wagon ‘AHWL 47 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 25.08.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 29.12.1995
Due Triple Valve: 12.06.1991
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 26.04.1994
Last Lift: 09.06.1983

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘END BRAKE COCK’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRANCH PIPE’.
20.07.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘BRAKE PULL ROD’.
04.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.09.1992 Repair ‘DOOR COMPLETE’.
04.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘SIDE BEARER’.
04.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1992 Repair ‘YOKE CARRIER’.
04.09.1992 Repair ‘YOKE COMPLETE’.
04.09.1992 Repair ‘YOKE FOLLOWER’.
31.03.1993 Repair ‘BRAKE BLOCK RB95’.
31.03.1993 Repair ‘END BRAKE COCK’.
31.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
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29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
15.07.1993 Repair ‘BODY COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘BRAKE LEVER’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BRAKE LEVER’.
28.10.1993 Repair ‘COUPLER COMPLETE’.
28.10.1993 Repair ‘DISCHARGE DOOR’.
28.10.1993 Repair ‘DOOR HINGES AND PINS’.
28.10.1993 Repair ‘DOOR LOCK MECHANISM’.
28.10.1993 Repair ‘DOOR OPENING MECHANISM’.
28.10.1993 Repair ‘DRAFT GEAR POCKET’.
28.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘YOKE COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
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NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 48

Details: wagon ‘AHWL 48 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 02.09.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 19.01.1996
Due Triple Valve: 01.03.1994
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 11.04.1990
Last Single Car Test: 26.04.1994
Last Lift: 02.03.1984

12.06.1987 Alteration ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL 42 - 59.
(RS4205)’.

18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Repair ‘STEP’.
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10.04.1990 Repair ‘TOP CENTRE PLATE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.11.1991 Repair ‘BRAKE LEVER’.
25.11.1991 Repair ‘BRAKE PIN’.
25.11.1991 Repair ‘DOOR COMPLETE’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.06.1992 Repair ‘COUPLER KNUCKLE’.
11.06.1992 Repair ‘DISCHARGE DOOR’.
11.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘BRAKE LEVER’.
13.10.1993 Repair ‘END BRAKE COCK’.
13.10.1993 Repair ‘END HOSE’.
13.10.1993 Repair ‘TRAIN PIPE (END)’.
13.10.1993 Repair ‘TRAIN PIPE’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
06.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DOOR SEAL’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
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09.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

20.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 49

Details: wagon ‘AHWL 49 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 04.06.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Due Triple Valve: 01.07.1994
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 26.04.1994
Last Lift: 28.09.1987

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘BRAKE PIN’.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Repair ‘BODY COMPLETE’.
14.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1993 Repair ‘BOGIE COMPLETE’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘DISCHARGE DOOR’.
14.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.
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AHWL 50

Details: wagon ‘AHWL 50 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 04.06.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Due Triple Valve: 01.03.1994
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 12.08.1992
Last Single Car Test: 26.04.1994
Last Lift: 21.01.1986

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
15.12.1989 Repair ‘DOOR OPENING MECHANISM’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘DOOR COMPLETE’.
13.08.1990 Repair ‘BRAKE LEVER’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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07.08.1992 Repair ‘VEHICLE STENCILS’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘END BRAKE COCK’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘BRAKE PIN’.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
14.08.1993 Repair ‘BODY COMPLETE’.
14.08.1993 Repair ‘BOGIE COMPLETE’.
14.08.1993 Repair ‘BRAKE BLOCK RB95’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘DISCHARGE DOOR’.
14.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘END BRAKE COCK’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.
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19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 51

Details: wagon ‘AHWL 51 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 12.06.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 03.10.1996
Due Triple Valve: 01.09.1997
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 16.02.1994
Last Single Car Test: 26.04.1994
Last Lift: 25.09.1987

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1989 Repair ‘SIDE STEP’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
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06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARERS’.
16.04.1991 Repair ‘BOGIE SPRING’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘DOOR COMPLETE’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘SIDE STEP’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Repair ‘YOKE PIN’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘GRADE CONTROL VALVE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE LEVER’.
26.11.1991 Repair ‘BRAKE PIN’.
26.11.1991 Repair ‘DISCHARGE DOOR’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.08.1992 Repair ‘BOGIE BEARINGS’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1992 Repair ‘VEHICLE STENCILS’.
07.08.1992 Repair ‘WHEEL SET’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘BRAKE PIN’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘BODY COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘BRAKE LEVER’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘HANDRAILS’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘BRAKE PULL ROD’.
05.11.1993 Repair ‘BRANCH PIPE’.
05.11.1993 Repair ‘DISCHARGE DOOR’.
05.11.1993 Repair ‘DOOR HINGES AND PINS’.
05.11.1993 Repair ‘DOOR LOCK MECHANISM’.
05.11.1993 Repair ‘DOOR OPENING MECHANISM’.
05.11.1993 Repair ‘DRAFT GEAR POCKET’.
05.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1993 Repair ‘END FRAME MEMBER’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘TOP CENTRE PLATE’.
05.11.1993 Repair ‘TRAIN PIPE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Repair ‘YOKE COMPLETE’.
05.11.1993 Repair ‘YOKE FOLLOWER’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.02.1994 Repair ‘DISCHARGE DOOR’.
02.02.1994 Repair ‘DOOR OPENING MECHANISM’.
02.02.1994 Repair ‘EMPTY LOAD VALVE’.
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02.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 52

Details: wagon ‘AHWL 52 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 18.06.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
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BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Last Brake Cylinder: 10.02.1994
Last Single Car Test: 10.02.1994
Last Lift: 08.03.1983

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘DOOR OPENING MECHANISM’.
17.07.1989 Repair ‘END HOSE’.
17.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.07.1989 Repair ‘HANDRAILS’.
17.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.08.1990 Repair ‘DOOR HINGES AND PINS’.
22.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
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28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘DOOR COMPLETE’.
28.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1991 Repair ‘YOKE COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘DOOR HINGES AND PINS’.
09.05.1991 Repair ‘DOOR LOCK MECHANISM’.
09.05.1991 Repair ‘DOOR OPENING MECHANISM’.
27.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
29.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BEARERS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘DISCHARGE DOOR’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.02.1994 Repair ‘END FRAME MEMBER’.
09.02.1994 Repair ‘LADDER’.
09.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1994 Repair ‘SIDE BEARER’.
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09.02.1994 Repair ‘STEP’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 53

Details: wagon ‘AHWL 53 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 30.06.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PA PZ
Return to Service Date: 06.04.1995
Due Triple Valve: 01.12.1995
Last Triple Valve: 17.11.1989
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 14.01.1994
Last Lift: 01.01.1986
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12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘DOOR COMPLETE’.
02.05.1990 Repair ‘STEP’.
15.05.1990 Repair ‘HANDRAILS’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1991 Repair ‘STEP’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘BRAKE PIN’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Repair ‘BODY COMPLETE’.
14.08.1993 Repair ‘BOGIE COMPLETE’.
14.08.1993 Repair ‘BRAKE BLOCK RB95’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘DISCHARGE DOOR’.
14.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘BRAKE BLOCK RB95’.
13.01.1994 Repair ‘BRAKE LEVER’.
13.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

AHWL 54

Details: wagon ‘AHWL 54 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 25.06.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 11.02.1994
Last Lift: 11.01.1984
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12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DOOR FRAME’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
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18.06.1992 Repair ‘LADDER’.
18.06.1992 Repair ‘WHEEL SET’.
31.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
17.07.1993 Repair ‘BODY COMPLETE’.
17.07.1993 Repair ‘BOGIE COMPLETE’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE LEVER’.
17.07.1993 Repair ‘COUPLER COMPLETE’.
17.07.1993 Repair ‘EMPTY LOAD VALVE’.
17.07.1993 Repair ‘GRADE CONTROL VALVE’.
17.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘DOOR HINGES AND PINS’.
29.10.1993 Repair ‘DOOR HINGES AND PINS’.
29.10.1993 Repair ‘DOOR HINGES AND PINS’.
29.10.1993 Repair ‘DOOR HOPPER LOADING’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘BRAKE CONTROL PIPE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘CENTRE SILL’.
11.02.1994 Repair ‘DOOR OPENING MECHANISM’.
11.02.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1994 Repair ‘SIDE BEARER’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
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09.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 55

Details: wagon ‘AHWL 55 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 22.09.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Due Triple Valve: 14.10.1989
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 26.04.1994
Last Lift: 24.01.1984

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DISCHARGE DOOR’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE SPRING’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘DISCHARGE DOOR’.
17.04.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘HANDBRAKE HANDLE’.
06.06.1991 Repair ‘LADDER’.
22.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
31.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1993 Repair ‘BRAKE LEVER’.
31.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BRAKE PIN’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
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29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘SIDE SHEET’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
15.07.1993 Repair ‘BODY COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘BRAKE LEVER’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BRAKE BLOCK RB95’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘YOKE COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 56

Details: wagon ‘AHWL 56 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 15.07.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Due Triple Valve: 21.04.1988
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 15.10.1993
Last Single Car Test: 26.04.1994
Last Lift: 06.01.1984

12.06.1987 Alteration ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL 42 - 59.
(RS4205)’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
10.06.1990 Repair ‘BRAKE BLOCK OTHER’.
11.06.1990 Repair ‘ROOF COMPLETE’.
19.06.1990 Repair ‘HANDRAILS END’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE PULL ROD’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.10.1993 Repair ‘BRAKE LEVER’.
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12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘DOOR COMPLETE’.
12.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 57

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE LEVER’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘BRAKE LEVER’.
06.04.1990 Repair ‘COUPLER COMPLETE’.
06.04.1990 Repair ‘DISCHARGE DOOR’.
06.04.1990 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Repair ‘DOOR OPENING MECHANISM’.
06.04.1990 Repair ‘END BRAKE COCK’.
06.04.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Repair ‘SIDE BEARER’.
06.04.1990 Repair ‘STEP’.
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06.04.1990 Repair ‘TOP CENTRE PLATE’.
06.04.1990 Repair ‘YOKE COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE SPRING’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘TRAIN PIPE (END)’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DISCHARGE DOOR’.
06.06.1991 Repair ‘HANDRAILS END’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1991 Repair ‘DOOR OPENING MECHANISM’.
23.07.1991 Repair ‘DRAFT GEAR POCKET’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AHWL 58

Details: wagon ‘AHWL 58 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 09.09.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PA PZ
Return to Service Date: 06.02.1996
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 17.02.1994
Last Lift: 26.09.1983

12.06.1987 Alteration ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL 42 - 59.
(RS4205)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BRAKE PULL ROD’.
22.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1990 Repair ‘SIDE BEARER’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
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07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PIN’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘DOOR OPENING MECHANISM’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘DISCHARGE DOOR’.
25.11.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘BRAKE PIN’.
06.04.1993 Repair ‘TRAIN PIPE (END)’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Repair ‘BODY COMPLETE’.
14.08.1993 Repair ‘BOGIE COMPLETE’.
14.08.1993 Repair ‘BRAKE BLOCK RB95’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘DISCHARGE DOOR’.
14.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE LEVER’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR HINGES AND PINS’.
16.02.1994 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘EMPTY LOAD VALVE’.
16.02.1994 Repair ‘LADDER’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 59

Details: wagon ‘AHWL 59 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $37900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-3
Date Built: 09.09.1975
Operating System: AN
Intended Use: BALLAST
Remarks: WITH REMOVEABLE COVERS FOR GRAIN
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 19.12.1995
Due Triple Valve: 01.04.1996
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 06.12.1993
Last Single Car Test: 26.04.1994
Last Lift: 20.10.1983

12.06.1987 Alteration complete ‘FIT HANDHOLD FOR BALLAST WORKING. AHWL
42 - 59. (RS4205)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘RELAY VALVE’.
05.07.1989 Repair ‘VEHICLE STENCILS’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘END BRAKE COCK’.
18.09.1989 Repair ‘END HOSE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1989 Repair ‘TRAIN PIPE (END)’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
11.06.1990 Repair ‘ROOF COMPLETE’.
19.06.1990 Repair ‘HANDRAILS END’.
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Repair ‘BRAKE LEVER’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
27.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1993 Repair ‘BODY COMPLETE’.
26.06.1993 Repair ‘BOGIE BEARERS’.
26.06.1993 Repair ‘BOGIE COMPLETE’.
26.06.1993 Repair ‘BRAKE BLOCK RB95’.
26.06.1993 Repair ‘BRAKE LEVER’.
26.06.1993 Repair ‘BRAKE PIN’.
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26.06.1993 Repair ‘COUPLER COMPLETE’.
26.06.1993 Repair ‘DISCHARGE DOOR’.
26.06.1993 Repair ‘EMPTY LOAD VALVE’.
26.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘DOOR OPENING MECHANISM’.
02.12.1993 Repair ‘END HOSE’.
02.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DOOR SEAL’.
12.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

AHWL 60

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 60 U’
17.12.1989 Repair ‘BRAKE BLOCK RB95’.
17.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 60 U’
21.01.1990 Repair ‘BRAKE BLOCK RB95’.
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21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 60 U’
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 60 U’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
28.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 60 U’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘DOOR COMPLETE’.
25.10.1990 Repair ‘END BRAKE COCK’.
25.10.1990 Repair ‘END COMPLETE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHWF 60 U’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
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23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
27.05.1991 Repair ‘BRAKE BLOCK RB95’.
27.05.1991 Repair ‘BRAKE LEVER’.
27.05.1991 Issued at location ‘Snowtown’ with a previous code of wagon ‘AHWF 60 U’
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Issued at location ‘Bute’ with a previous code of wagon ‘AHWF 60 U’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHWF 60 U’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 60 U’
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
15.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

18.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AHWL 61

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.03.1990 Repair ‘BRAKE LEVER’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘BRAKE PULL ROD’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘END FRAME MEMBER’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1991 Repair ‘SIDE MEMBER’.
20.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 61 G’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHWF 61 G’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.06.1991 Repair ‘BRAKE LEVER’.
04.06.1991 Repair ‘BRAKE PIN’.
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04.06.1991 Repair ‘BRAKE PULL ROD’.
04.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘DISCHARGE DOOR’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘BRAKE PULL ROD’.
26.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1991 Repair ‘DISCHARGE DOOR’.
26.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1991 Repair ‘SIDE BEARER’.
26.11.1991 Repair ‘TRAIN PIPE (END)’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Repair ‘BRAKE LEVER’.
31.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRAKE BLOCK RB101’.
04.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BRAKE BLOCK RB101’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘BRAKE LEVER’.
12.08.1992 Repair ‘END BRAKE COCK’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘TRAIN PIPE (END)’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1992 Repair ‘BRAKE LEVER’.
03.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.09.1992 Repair ‘COUPLER COMPLETE’.
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03.09.1992 Repair ‘DISCHARGE DOOR’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1992 Repair ‘END HOSE’.
18.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AHWL 62

Details: wagon ‘AHWL 62 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $36990
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1977
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: DXHB

Capacity of 56.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 13.05.1996
Last Triple Valve: 30.06.1989
Last Brake Cylinder: 04.10.1989
Last Single Car Test: 25.10.1993
Last Lift: 27.11.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 62 P’
17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 62 P’
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21.01.1990 Repair ‘BRAKE BLOCK RB95’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 62 P’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
24.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 62 P’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
28.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 62 P’
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 62 P’
28.11.1990 Repair ‘WHEEL SET’.
28.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHWF 62 P’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Repair ‘VEHICLE STENCILS’.
01.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 62 P’
13.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 62 P’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BRAKE LEVER’.
07.06.1991 Issued at location ‘Snowtown’ with a previous code of wagon ‘AHWF 62 P’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘WHEEL SET’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHWF 62 P’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘BRAKE LEVER’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DOOR COMPLETE’.
30.09.1991 Repair ‘DOOR HOPPER LOADING’.
30.09.1991 Repair ‘YOKE COMPLETE’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 62 P’
04.10.1991 Repair ‘VEHICLE STENCILS’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
06.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1993 Repair ‘BRAKE LEVER’.
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06.04.1993 Repair ‘GRADE CONTROL VALVE’.
16.04.1993 Repair ‘GRADE CONTROL VALVE’.
16.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘DISCHARGE DOOR’.
25.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.06.1993 Repair ‘END COMPLETE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘SIDE BEARER’.
16.09.1993 Repair ‘HANDRAILS’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘BRAKE LEVER’.
20.10.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1993 Repair ‘SIDE BEARER’.
20.10.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1994 Repair ‘BOGIE COMPLETE’.
18.02.1994 Repair ‘BRAKE LEVER’.
18.02.1994 Repair ‘DOOR HINGES AND PINS’.
18.02.1994 Repair ‘DOOR HINGES AND PINS’.
18.02.1994 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1994 Repair ‘STEP’.
18.02.1994 Repair ‘TRAIN PIPE (END)’.
18.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
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NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 63

Details: wagon ‘AHWL 63 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $36990
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1977
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: DXHB

Capacity of 56.5 tonnes

Fleet Grp Code: PA PZ AH
Return to Service Date: 19.01.1996
Due Triple Valve: 01.06.1988
Last Triple Valve: 26.04.1994
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 26.04.1994
Last Lift: 01.06.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.10.1989 Repair ‘BRAKE LEVER’.
28.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 63 B’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHWF 63 B’
26.05.1991 Repair ‘LADDER’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.11.1991 Repair ‘DISCHARGE DOOR’.
13.11.1991 Repair ‘DOOR OPENING MECHANISM’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘BRAKE PIN’.
17.01.1992 Repair ‘BRAKE PULL ROD’.
17.01.1992 Repair ‘DOOR HINGES AND PINS’.
17.01.1992 Repair ‘DOOR OPENING MECHANISM’.
17.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1992 Repair ‘SIDE BEARER’.
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘DISCHARGE DOOR’.
07.02.1992 Repair ‘DOOR HINGES AND PINS’.
07.02.1992 Repair ‘DOOR OPENING MECHANISM’.
07.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1993 Repair ‘BODY COMPLETE’.
26.06.1993 Repair ‘BOGIE BEARERS’.
26.06.1993 Repair ‘BOGIE COMPLETE’.
26.06.1993 Repair ‘BRAKE BLOCK RB95’.
26.06.1993 Repair ‘BRAKE LEVER’.
26.06.1993 Repair ‘BRAKE PIN’.
26.06.1993 Repair ‘COUPLER COMPLETE’.
26.06.1993 Repair ‘DISCHARGE DOOR’.
26.06.1993 Repair ‘EMPTY LOAD VALVE’.
26.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DOOR SEAL’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
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21.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

20.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWL 64

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.07.1989 Repair ‘BRAKE BLOCK RB95’.
15.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHWF 64 K’
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘AHWF 64 K’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1990 Repair ‘DISCHARGE DOOR’.
23.05.1990 Repair ‘DOOR OPENING MECHANISM’.
23.05.1990 Repair ‘END BRAKE COCK’.
23.05.1990 Repair ‘TOP CENTRE PLATE’.
23.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘DOOR COMPLETE’.
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20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AHWF 64 K’

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘DOOR COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
02.02.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHWF 64 K’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
24.03.1991 Repair ‘BRAKE PIN’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 64 K’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.06.1991 Repair ‘DOOR OPENING MECHANISM’.
06.06.1991 Repair ‘STEP’.
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06.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon
‘AHWF 64 K’

22.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘END HOSE’.
22.07.1991 Repair ‘STEP’.
22.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 64 K’
04.10.1991 Repair ‘VEHICLE RECLASSIFY’.
04.10.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 64 K’
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
14.06.1992 Repair ‘LADDER’.
16.06.1992 Repair ‘DOOR HINGES AND PINS’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AHWL 65

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 65 T’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR OPENING MECHANISM’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
15.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 65 T’
26.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 65 T’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
28.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 65 T’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BOGIE SPRING’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘TRAIN PIPE (END)’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
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17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
16.11.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1990 Repair ‘DOOR OPENING MECHANISM’.
16.11.1990 Repair ‘END FRAME MEMBER’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘SIDE BEARER’.
16.11.1990 Repair ‘SIDE MEMBER’.
16.11.1990 Repair ‘SIDE SHEET’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AHWF 65 T’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘DOOR COMPLETE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘BRAKE PULL ROD’.
24.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘DOOR OPENING MECHANISM’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE LEVER’.
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16.05.1991 Repair ‘BRAKE PULL ROD’.
16.05.1991 Repair ‘DISCHARGE DOOR’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 65 T’
26.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHWF 65 T’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BEARINGS’.
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘END FRAME MEMBER’.
25.06.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHWF 65 T’
18.09.1991 Repair ‘VEHICLE RECLASSIFY’.
18.09.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AHWF 65 T’
06.02.1992 Alteration ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARINGS’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
18.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AHWL 66

Details: wagon ‘AHWL 66 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $36990
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-4
Date Built: 01.01.1977
Operating System: AN
Intended Use: BALLAST
Remarks: EX AHWF
BSG Code: DXHB

Capacity of 56.5 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 19.01.1996
Due Triple Valve: 01.03.1989
Last Triple Valve: 26.04.1994
Last Single Car Test: 26.04.1994
Last Lift: 01.08.1987

15.01.1988 Alteration complete ‘RECLASSIFY AHWY TO AHWF - REFER RS4231
(RS3067)’. New class: ‘AHWF’.

18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘AHWF 66 F’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘GRADE CONTROL VALVE’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 66 F’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE BLOCK RB95’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 66 F’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘DOOR OPENING MECHANISM’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 66 F’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1990 Repair ‘BRAKE LEVER’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 66 F’
20.02.1991 Alteration complete ‘CONVERT 7 NO. AHWF HOPPER WAGONS FOR

LIMITED BOGIE EXCHANGE SERVICE. RECLASSIFY AHWL. AHWF 60-66.
(RS4578)’. New class: ‘AHWL’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AHWF 66 F’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 66 F’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHWF 66 F’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘DOOR COMPLETE’.
22.11.1991 Repair ‘SIDE BEARER’.
06.02.1992 Alteration complete ‘SERVICE ALL BALLAST HOPPERS (HS0001)’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘BRAKE PIN’.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘HANDRAILS’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
14.08.1993 Repair ‘BODY COMPLETE’.
14.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1993 Repair ‘BOGIE COMPLETE’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘DOOR OPENING MECHANISM’.
14.08.1993 Repair ‘DOOR SEAL’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BRANCH PIPE’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
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12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Alteration ‘MODIFY HOPPERS BY WELDING STEEL STRIPS TO CLOSE

CLEARANCE ON DOORS AND RECLASSIFY TO ‘AHLL’ NOTE: 12 ONLY WAGONS
TO BE RECLASSIFIED FROM‘AHWL, AHWF ‘ FLEET. 12 WAGONS TO BE
NOMINATED ‘AHWF 7,13,22,24,28,45 COMPLETE AS OF 7.9.95. REMAINING
TO BE SELECTED (RS4910)’. New class: ‘AHLL’.

22.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

AHWY 1

01.11.1989 Reclassified from wagon ‘AHWY 1 L’ to ’ wagon ‘AHWF 1 E’.

AHWY 2

26.11.1987 Reclassified from wagon ‘AHWY 2 U’ to ’ wagon ‘AHWF 2 N’.

AHWY 3

13.05.1989 Reclassified from wagon ‘AHWY 3 G’ to ’ wagon ‘AHWF 3 W’.

AHWY 4

24.11.1987 Reclassified from wagon ‘AHWY 4 P’ to ’ wagon ‘AHWF 4 X’.

AHWY 5

31.01.1989 Reclassified from wagon ‘AHWY 5 B’ to ’ wagon ‘AHWF 5 R’.

AHWY 6

24.11.1987 Reclassified from wagon ‘AHWY 6 K’ to ’ wagon ‘AHWF 6 D’.

AHWY 9

10.11.1987 Reclassified from wagon ‘AHWY 9 Y’ to ’ wagon ‘AHWF 9 H’.
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AHWY 11

10.11.1987 Reclassified from wagon ‘AHWY 11 T’ to ’ wagon ‘AHWF 11 M’.

AHWY 12

08.06.1988 Reclassified from wagon ‘AHWY 12 F’ to ’ wagon ‘AHWF 12 V’.

AHWY 14

29.12.1988 Reclassified from wagon ‘AHWY 14 A’ to ’ wagon ‘AHWF 14 Q’.

AHWY 16

26.11.1987 Reclassified from wagon ‘AHWY 16 S’ to ’ wagon ‘AHWF 16 L’.

AHWY 17

10.11.1987 Reclassified from wagon ‘AHWY 17 E’ to ’ wagon ‘AHWF 17 U’.

AHWY 18

08.06.1988 Reclassified from wagon ‘AHWY 18 N’ to ’ wagon ‘AHWF 18 G’.

AHWY 19

15.06.1989 Reclassified from wagon ‘AHWY 19 W’ to ’ wagon ‘AHWF 19 P’.

AHWY 20

05.08.1988 Reclassified from wagon ‘AHWY 20 S’ to ’ wagon ‘AHWF 20 L’.

AHWY 21

15.10.1987 Reclassified from wagon ‘AHWY 21 E’ to ’ wagon ‘AHWF 21 U’.

AHWY 23

26.11.1987 Reclassified from wagon ‘AHWY 23 W’ to ’ wagon ‘AHWF 23 P’.

AHWY 25

24.09.1987 Reclassified from wagon ‘AHWY 25 R’ to ’ wagon ‘AHWF 25 K’.

AHWY 26

26.11.1987 Reclassified from wagon ‘AHWY 26 D’ to ’ wagon ‘AHWF 26 T’.

AHWY 27

04.10.1989 Reclassified from wagon ‘AHWY 27 M’ to ’ wagon ‘AHWF 27 F’.
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AHWY 30

13.05.1989 Reclassified from wagon ‘AHWY 30 D’ to ’ wagon ‘AHWF 30 T’.

AHWY 31

09.06.1988 Reclassified from wagon ‘AHWY 31 M’ to ’ wagon ‘AHWF 31 F’.

AHWY 33

04.12.1987 Reclassified from wagon ‘AHWY 33 H’ to ’ wagon ‘AHWF 33 A’.

AHWY 34

08.03.1989 Reclassified from wagon ‘AHWY 34 Q’ to ’ wagon ‘AHWF 34 J’.

AHWY 35

20.10.1988 Reclassified from wagon ‘AHWY 35 C’ to ’ wagon ‘AHWF 35 S’.

AHWY 36

26.11.1987 Reclassified from wagon ‘AHWY 36 L’ to ’ wagon ‘AHWF 36 E’.

AHWY 39

10.11.1987 Reclassified from wagon ‘AHWY 39 P’ to ’ wagon ‘AHWF 39 X’.

AHWY 40

10.11.1987 Reclassified from wagon ‘AHWY 40 L’ to ’ wagon ‘AHWF 40 E’.

AHWY 41

01.11.1989 Reclassified from wagon ‘AHWY 41 U’ to ’ wagon ‘AHWF 41 N’.

2.58 Wagon classification starting with ‘AKA’

AKAX 1

20.12.1990 Reclassified from wagon ‘AKAX 1 Q’ to ’ wagon ‘AFCX 1 M’.

AKAX 6

25.05.1994 Reclassified from wagon ‘AKAX 6 P’ to ’ wagon ‘RKAX 6 J’.

AKAX 11

25.05.1994 Reclassified from wagon ‘AKAX 11 B’ to ’ wagon ‘RKAX 11 S’.
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AKAX 14

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE PULL ROD’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘STEP’.
21.02.1990 Repair ‘TRAIN PIPE (END)’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘VEHICLE COMPLETE’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘BRAKE LEVER’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1991 Repair ‘EMPTY LOAD VALVE’.
18.10.1991 Repair ‘TRAIN PIPE (END)’.
18.10.1991 Repair ‘YOKE COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘TRAIN PIPE’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘STEP’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

30.07.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Repair ‘WHEEL SET’.

AKAX 15

27.05.1994 Reclassified from wagon ‘AKAX 15 Y’ to ’ wagon ‘RKAX 15 X’.

AKAX 16

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Repair ‘VEHICLE RECLASSIFY’.
04.07.1991 Repair ‘VEHICLE STENCILS’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFCX 16 T’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Repair ‘TRAIN PIPE (END)’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 16 T’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRANCH PIPE’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1992 Repair ‘TRAIN PIPE (END)’.
14.10.1992 Repair ‘BOGIE BEARERS’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BEARINGS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF –’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

AKAX 17

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRANCH PIPE’.
07.03.1990 Repair ‘TOP CENTRE PLATE’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 17 F’
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE RECLASSIFY’.
30.05.1990 Repair ‘VEHICLE STENCILS’.
30.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFCX 17 F’
05.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
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15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘END BOARDS’.
04.05.1993 Repair ‘TRAIN PIPE (END)’.
04.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

22.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1993 Repair ‘HANDBRAKE HANDLE’.
05.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1994 Repair ‘BRAKE BLOCK RB95’.
05.04.1994 Repair ‘BRAKE CONTROL PIPE’.
05.04.1994 Repair ‘END BRAKE COCK’.

AKAX 18

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 18 Y’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 18 Y’
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFCX 18 Y’
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 18 Y’
23.09.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 18 Y’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Repair ‘GRADE CONTROL VALVE’.
01.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1991 Repair ‘VEHICLE RECLASSIFY’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFCX 18 Y’
27.03.1992 Repair ‘BOGIE SPRING’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘BRAKE PULL ROD’.
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21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
12.05.1993 Repair ‘GRADE CONTROL VALVE’.
12.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE PULL ROD’.
10.02.1994 Repair ‘END BOARDS’.
10.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘WHEEL SET’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.

2.59 Wagon classification starting with ‘AKB’

AKBX 4

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.09.1989 Repair ‘END COMPLETE’.
08.09.1989 Repair ‘HANDRAILS END’.
08.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘STEP’.
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 4 L’
13.06.1990 Repair ‘HANDRAILS END’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 4 L’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘DOOR COMPLETE’.
07.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1991 Repair ‘VEHICLE RECLASSIFY’.
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07.03.1991 Repair ‘VEHICLE RETARE’.
07.03.1991 Repair ‘VEHICLE STENCILS’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 4 L’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘SIDE BEARER’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘VEHICLE COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 10

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘EMPTY LOAD VALVE’.
28.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.06.1990 Repair ‘HANDRAILS END’.
28.06.1990 Repair ‘STEP’.
28.06.1990 Repair ‘TOP CENTRE PLATE’.
28.06.1990 Repair ‘WHEEL SET’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 10 G’
03.07.1990 Repair ‘HANDRAILS’.
03.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 10 G’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCX 10 G’
27.03.1991 Repair ‘VEHICLE RECLASSIFY’.
27.03.1991 Repair ‘VEHICLE RETARE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 10 G’
07.04.1992 Alteration complete ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS

NEAR BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN
REMOVED EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 &
C/7-C-7839. AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1992 Repair ‘BRAKE LEVER’.
04.08.1992 Repair ‘END BRAKE COCK’.
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04.08.1992 Repair ‘GRADE CONTROL VALVE’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘VEHICLE RETARE’.
04.08.1992 Repair ‘VEHICLE STENCILS’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 13

14.05.1994 Reclassified from wagon ‘AKBX 13 W’ to ’ wagon ‘RKBX 13 Q’.

AKBX 31

23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS
AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BEARINGS’.
20.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.03.1991 Repair ‘DOOR COMPLETE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘VEHICLE RECLASSIFY’.
20.03.1991 Repair ‘VEHICLE RECLASSIFY’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
20.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCX 31 X’
08.05.1991 Repair ‘HANDRAILS END’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 38

31.05.1994 Reclassified from wagon ‘AKBX 38 Y’ to ’ wagon ‘RKBX 38 X’.

AKBX 43

21.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 43 L’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BRAKE LEVER’.
01.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.06.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 43 L’
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23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS
AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘DOOR COMPLETE’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1991 Repair ‘VEHICLE RECLASSIFY’.
18.09.1991 Repair ‘VEHICLE RETARE’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 43 L’
07.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 44

06.06.1994 Reclassified from wagon ‘AKBX 44 J’ to ’ wagon ‘RKBX 44 D’.

AKBX 54

06.05.1994 Reclassified from wagon ‘AKBX 54 R’ to ’ wagon ‘RKBX 54 L’.

AKBX 57

31.05.1994 Reclassified from wagon ‘AKBX 57 V’ to ’ wagon ‘RKBX 57 P’.

AKBX 83

23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS
AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

28.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOCX 83 U’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘DOOR COMPLETE’.
09.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘HANDRAILS END’.

1931



2. TIMS GROUP INFORMATION - WAGONS

09.04.1991 Repair ‘STEP’.
09.04.1991 Repair ‘VEHICLE RECLASSIFY’.
09.04.1991 Repair ‘VEHICLE RETARE’.
09.04.1991 Repair ‘VEHICLE STENCILS’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 83 U’
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘VEHICLE STENCILS’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘GRADE CONTROL VALVE’.
24.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘HANDRAILS END’.
01.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘SIDE BEARER’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 86

31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘DOOR LOCK MECHANISM’.
31.01.1990 Repair ‘TRAIN PIPE (END)’.
31.01.1990 Repair ‘TRAIN PIPE’.
31.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOCX 86 B’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE STENCILS’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 86 B’
09.11.1990 Repair ‘DOOR HINGES AND PINS’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCX 86 B’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘DOOR LOCK MECHANISM’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 86 B’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

27.03.1991 Repair ‘VEHICLE RECLASSIFY’.
27.03.1991 Repair ‘VEHICLE RETARE’.
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27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 86 B’
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘VEHICLE COMPLETE’.
05.05.1992 Repair ‘VEHICLE STENCILS’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Repair ‘BOGIE COMPLETE’.
03.06.1992 Repair ‘BRAKE PULL ROD’.
03.06.1992 Repair ‘COUPLER COMPLETE’.
03.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.06.1992 Repair ‘SIDE BEARER’.
03.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 96

18.12.1989 Repair ‘HANDRAILS END’.
18.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 96 J’
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘VEHICLE STENCILS’.
07.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOCX 96 J’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

27.03.1991 Repair ‘VEHICLE RECLASSIFY’.
27.03.1991 Repair ‘VEHICLE RETARE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 96 J’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BRAKE CONTROL PIPE’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘BOGIE SPRING’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘SIDE BEARER’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.
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AKBX 500

14.05.1994 Reclassified from wagon ‘AKBX 500 W’ to ’ wagon ‘RKBX 500 Q’.

AKBX 501

14.05.1994 Reclassified from wagon ‘AKBX 501 X’ to ’ wagon ‘RKBX 501 C’.

AKBX 502

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

30.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Repair ‘VEHICLE COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE CONTROL PIPE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘END BRAKE COCK’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Repair ‘SIDE BEARER’.
22.07.1992 Repair ‘CENTRE SILL’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 503

14.05.1994 Reclassified from wagon ‘AKBX 503 D’ to ’ wagon ‘RKBX 503 U’.

1934



2.59. Wagon classification starting with ‘AKB’

AKBX 504

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

08.11.1989 Repair ‘DOOR COMPLETE’.
08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOBX 504 U’
09.11.1989 Repair ‘VEHICLE RECLASSIFY’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOBX 504 U’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 506

31.05.1994 Reclassified from wagon ‘AKBX 506 H’ to ’ wagon ‘RKBX 506 B’.

AKBX 507

31.05.1994 Reclassified from wagon ‘AKBX 507 Q’ to ’ wagon ‘RKBX 507 K’.

AKBX 508

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
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18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOBX 508 K’
24.06.1990 Repair ‘HANDRAILS END’.
24.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOBX 508 K’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘BRAKE LEVER’.
29.06.1990 Repair ‘BRAKE PULL ROD’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOBX 508 K’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1991 Repair ‘DOOR COMPLETE’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Repair ‘VEHICLE RECLASSIFY’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘SIDE BEARER’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
19.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.10.1992 Repair ‘TOP CENTRE PLATE’.
27.10.1992 Repair ‘VEHICLE RETARE’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 509

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
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CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

04.09.1989 Repair ‘HANDRAILS END’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘BRAKE PULL ROD’.
28.03.1990 Repair ‘DRAFT GEAR POCKET’.
28.03.1990 Repair ‘TOP CENTRE PLATE’.
19.11.1990 Repair ‘HANDRAILS’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1990 Repair ‘BRAKE BLOCK RB95’.
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘CARD OR CLIP HOLDER’.
21.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘STEP’.
27.03.1991 Repair ‘STEP’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRANCH PIPE’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
11.10.1991 Repair ‘GRADE CONTROL VALVE’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BRAKE LEVER’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 510

14.05.1994 Reclassified from wagon ‘AKBX 510 H’ to ’ wagon ‘RKBX 510 B’.

AKBX 511

14.05.1994 Reclassified from wagon ‘AKBX 511 Q’ to ’ wagon ‘RKBX 511 K’.
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AKBX 512

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

13.05.1990 Repair ‘HANDRAILS’.
13.05.1990 Repair ‘HANDRAILS END’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOBX 512 K’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOBX 512 K’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRANCH PIPE’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOBX 512 K’
23.12.1990 Repair ‘STEP’.
23.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOBX 512 K’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘HANDRAILS’.
29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1991 Repair ‘VEHICLE STENCILS’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOBX 512 K’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘DOOR COMPLETE’.
18.09.1991 Repair ‘VEHICLE RECLASSIFY’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOBX 512 K’
07.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.07.1992 Repair ‘VEHICLE RETARE’.
17.07.1992 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
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DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 513

04.06.1994 Reclassified from wagon ‘AKBX 513 L’ to ’ wagon ‘RKBX 513 F’.

AKBX 514

14.05.1994 Reclassified from wagon ‘AKBX 514 U’ to ’ wagon ‘RKBX 514 Y’.

AKBX 515

01.06.1994 Reclassified from wagon ‘AKBX 515 G’ to ’ wagon ‘RKBX 515 A’.

AKBX 516

18.05.1994 Reclassified from wagon ‘AKBX 516 P’ to ’ wagon ‘RKBX 516 J’.

AKBX 517

14.05.1994 Reclassified from wagon ‘AKBX 517 B’ to ’ wagon ‘RKBX 517 S’.

AKBX 518

14.05.1994 Reclassified from wagon ‘AKBX 518 K’ to ’ wagon ‘RKBX 518 E’.

AKBX 519

12.06.1994 Reclassified from wagon ‘AKBX 519 T’ to ’ wagon ‘RKBX 519 N’.

AKBX 521

14.05.1994 Reclassified from wagon ‘AKBX 521 B’ to ’ wagon ‘RKBX 521 S’.

AKBX 522

14.05.1994 Reclassified from wagon ‘AKBX 522 K’ to ’ wagon ‘RKBX 522 E’.

AKBX 523

14.05.1994 Reclassified from wagon ‘AKBX 523 T’ to ’ wagon ‘RKBX 523 N’.

AKBX 524

17.05.1994 Reclassified from wagon ‘AKBX 524 F’ to ’ wagon ‘RKBX 524 W’.

AKBX 525

14.05.1994 Reclassified from wagon ‘AKBX 525 Y’ to ’ wagon ‘RKBX 525 X’.
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AKBX 526

04.06.1994 Reclassified from wagon ‘AKBX 526 A’ to ’ wagon ‘RKBX 526 R’.

AKBX 527

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘COUPLER COMPLETE’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘SIDE BEARER’.
08.02.1990 Repair ‘TOP CENTRE PLATE’.
08.02.1990 Repair ‘TRAIN PIPE’.
08.02.1990 Repair ‘YOKE COMPLETE’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘BRAKE PULL ROD’.
23.09.1992 Repair ‘BRANCH PIPE’.
23.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.09.1992 Repair ‘COUPLER COMPLETE’.
23.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BRAKE LEVER’.
06.11.1992 Repair ‘HANDRAILS END’.
06.11.1992 Repair ‘SIDE BEARER’.
06.11.1992 Repair ‘SIDE MEMBER’.
06.11.1992 Repair ‘STEP’.
06.11.1992 Repair ‘STRIKING CASTING’.
06.11.1992 Repair ‘TRAIN PIPE’.
06.11.1992 Repair ‘UNDERFRAME COMPLETE’.
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
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THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

05.07.1993 Repair ‘STEP’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘SIDE BEARER’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Repair ‘VEHICLE RETARE’.
13.07.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
29.07.1993 Repair ‘STANCHION’.
11.08.1993 Repair ‘BOGIE COMPLETE’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
11.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘EMPTY LOAD VALVE’.
11.08.1993 Repair ‘GRADE CONTROL VALVE’.
11.08.1993 Repair ‘SIDE MEMBER’.
11.08.1993 Repair ‘TRANSOM’.
25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKBX 530

14.05.1994 Reclassified from wagon ‘AKBX 530 A’ to ’ wagon ‘RKBX 530 R’.

AKBX 531

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘COUPLER COMPLETE’.
13.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
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13.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 532

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘BRAKE BLOCK RB95’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘BOGIE BEARERS’.
01.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 533

14.05.1994 Reclassified from wagon ‘AKBX 533 E’ to ’ wagon ‘RKBX 533 V’.
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AKBX 534

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘EMPTY LOAD VALVE’.
17.09.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1990 Repair ‘STEP’.
17.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘WHEEL SET’.
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.05.1992 Repair ‘AXLEBOX’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘BRAKE LEVER’.
27.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.07.1992 Repair ‘VEHICLE RETARE’.
27.07.1992 Repair ‘VEHICLE STENCILS’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 535

04.06.1994 Reclassified from wagon ‘AKBX 535 W’ to ’ wagon ‘RKBX 535 Q’.

AKBX 537

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BRANCH PIPE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE STENCILS’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘BRAKE LEVER’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘STEP’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘BRANCH PIPE’.
19.03.1990 Repair ‘COUPLER KNUCKLE’.
19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘HANDRAILS END’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1990 Repair ‘BRANCH PIPE’.
09.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1990 Repair ‘TRAIN PIPE’.
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Repair ‘HANDRAILS END’.
02.08.1991 Repair ‘STEP’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1991 Repair ‘TOP CENTRE PLATE’.
27.08.1991 Repair ‘YOKE COMPLETE’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 538

31.05.1994 Reclassified from wagon ‘AKBX 538 D’ to ’ wagon ‘RKBX 538 U’.

AKBX 539

14.05.1994 Reclassified from wagon ‘AKBX 539 M’ to ’ wagon ‘RKBX 539 G’.

AKBX 540

14.05.1994 Reclassified from wagon ‘AKBX 540 X’ to ’ wagon ‘RKBX 540 C’.

AKBX 541

14.05.1994 Reclassified from wagon ‘AKBX 541 R’ to ’ wagon ‘RKBX 541 L’.

AKBX 542

14.05.1994 Reclassified from wagon ‘AKBX 542 D’ to ’ wagon ‘RKBX 542 U’.

AKBX 543

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

11.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘SIDE BEARER’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.06.1990 Repair ‘BRAKE BLOCK RB95’.
12.06.1990 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE PULL ROD’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘TRAIN PIPE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
01.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1992 Repair ‘VEHICLE COMPLETE’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BRAKE LEVER’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1992 Repair ‘GRADE CONTROL VALVE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 544

04.06.1994 Reclassified from wagon ‘AKBX 544 V’ to ’ wagon ‘RKBX 544 P’.

AKBX 545

12.05.1994 Reclassified from wagon ‘AKBX 545 H’ to ’ wagon ‘RKBX 545 B’.

AKBX 546

14.05.1994 Reclassified from wagon ‘AKBX 546 Q’ to ’ wagon ‘RKBX 546 K’.

AKBX 547

31.05.1994 Reclassified from wagon ‘AKBX 547 C’ to ’ wagon ‘RKBX 547 T’.

AKBX 548

24.06.1994 Reclassified from wagon ‘AKBX 548 L’ to ’ wagon ‘RKBX 548 F’.

AKBX 549

31.05.1994 Reclassified from wagon ‘AKBX 549 U’ to ’ wagon ‘RKBX 549 Y’.
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AKBX 550

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
17.03.1991 Repair ‘HANDRAILS END’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘END COMPLETE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘STANCHION’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘END BRAKE COCK’.
27.04.1992 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 551

31.05.1994 Reclassified from wagon ‘AKBX 551 C’ to ’ wagon ‘RKBX 551 T’.

AKBX 552

14.05.1994 Reclassified from wagon ‘AKBX 552 L’ to ’ wagon ‘RKBX 552 F’.

1947



2. TIMS GROUP INFORMATION - WAGONS

AKBX 553

11.06.1994 Reclassified from wagon ‘AKBX 553 U’ to ’ wagon ‘RKBX 553 Y’.

AKBX 554

14.05.1994 Reclassified from wagon ‘AKBX 554 G’ to ’ wagon ‘RKBX 554 A’.

AKBX 555

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

23.09.1990 Repair ‘HANDRAILS END’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘SIDE BEARER’.
25.02.1991 Repair ‘STEP’.
25.02.1991 Repair ‘STEP’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
25.11.1991 Repair ‘COUPLER COMPLETE’.
25.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.11.1991 Repair ‘HANDRAILS END’.
25.11.1991 Repair ‘SIDE BEARER’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘VEHICLE RETARE’.
20.07.1992 Repair ‘VEHICLE STENCILS’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.
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AKBX 556

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘HANDRAILS’.
19.06.1990 Repair ‘HANDRAILS END’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
20.02.1991 Repair ‘HANDRAILS END’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRANCH PIPE’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘TOP CENTRE PLATE’.
15.08.1991 Repair ‘TRAIN PIPE (END)’.
15.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.08.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BRANCH PIPE’.
10.07.1992 Repair ‘COUPLER COMPLETE’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 557

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
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Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

20.12.1989 Repair ‘HANDRAILS’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.04.1991 Repair ‘EMPTY LOAD VALVE’.
29.04.1991 Repair ‘GRADE CONTROL VALVE’.
29.04.1991 Repair ‘SIDE BEARER’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRANCH PIPE’.
04.09.1991 Repair ‘COUPLER KNUCKLE’.
04.09.1991 Repair ‘EMPTY LOAD VALVE’.
04.09.1991 Repair ‘GRADE CONTROL VALVE’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRAKE BLOCK RB95’.
21.11.1991 Repair ‘BRAKE LEVER’.
21.11.1991 Repair ‘TRAIN PIPE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
06.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
06.08.1992 Repair ‘VEHICLE RETARE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKBX 558

14.05.1994 Reclassified from wagon ‘AKBX 558 T’ to ’ wagon ‘RKBX 558 N’.

AKBX 559

19.06.1994 Reclassified from wagon ‘AKBX 559 F’ to ’ wagon ‘RKBX 559 W’.

AKBX 560

23.05.1994 Reclassified from wagon ‘AKBX 560 B’ to ’ wagon ‘RKBX 560 S’.
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AKBX 561

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

11.10.1989 Repair ‘HANDRAILS’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘VEHICLE STENCILS’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1990 Repair ‘STEP’.
16.01.1990 Repair ‘WHEEL SET’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘HANDRAILS END’.
09.04.1990 Repair ‘STEP’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1991 Repair ‘END HOSE’.
12.03.1991 Repair ‘HANDRAILS’.
12.03.1991 Repair ‘HANDRAILS END’.
12.03.1991 Repair ‘TOP CENTRE PLATE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Repair ‘WEAR PLATES & SADDLES’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
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10.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1992 Repair ‘SIDE BEARER’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘SIDE BEARER’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘SIDE BEARER’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BRAKE LEVER’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘VEHICLE RETARE’.
27.07.1992 Repair ‘VEHICLE STENCILS’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKBX 562

17.05.1994 Reclassified from wagon ‘AKBX 562 T’ to ’ wagon ‘RKBX 562 N’.

AKBX 563

14.05.1994 Reclassified from wagon ‘AKBX 563 F’ to ’ wagon ‘RKBX 563 W’.

AKBX 564

14.05.1994 Reclassified from wagon ‘AKBX 564 Y’ to ’ wagon ‘RKBX 564 X’.

AKBX 565

19.05.1994 Reclassified from wagon ‘AKBX 565 A’ to ’ wagon ‘RKBX 565 R’.

AKBX 566

12.06.1994 Reclassified from wagon ‘AKBX 566 J’ to ’ wagon ‘RKBX 566 D’.

AKBX 568

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
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RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

06.07.1990 Repair ‘HANDRAILS END’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘EMPTY LOAD VALVE’.
15.08.1990 Repair ‘GRADE CONTROL VALVE’.
15.08.1990 Repair ‘HANDRAILS END’.
15.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BRANCH PIPE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
07.03.1991 Repair ‘STEP’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘SIDE BEARER’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.04.1991 Repair ‘EMPTY LOAD VALVE’.
29.04.1991 Repair ‘GRADE CONTROL VALVE’.
29.04.1991 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Repair ‘WHEEL SET’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.07.1992 Repair ‘VEHICLE RETARE’.
17.07.1992 Repair ‘VEHICLE STENCILS’.
18.07.1992 Repair ‘VEHICLE RETARE’.
02.09.1992 Repair ‘SIDE BEARER’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.11.1992 Repair ‘SIDE BEARER’.
16.11.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKBX 569

14.05.1994 Reclassified from wagon ‘AKBX 569 N’ to ’ wagon ‘RKBX 569 H’.

2.60 Wagon classification starting with ‘AKC’

AKCX 15

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.07.1990 Repair ‘BRAKE PULL ROD’.
04.07.1990 Repair ‘END HOSE’.
04.07.1990 Repair ‘HANDRAILS END’.
04.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1990 Repair ‘SIDE BEARER’.
04.07.1990 Repair ‘TOP CENTRE PLATE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Repair ‘STEP’.
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

03.10.1992 Repair ‘HANDBRAKE HANDLE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘TOP CENTRE PLATE’.
17.04.1993 Repair ‘TRAIN PIPE’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Reclassified from wagon ‘AKCX 15 U’ to ’ wagon ‘RKCX 4015 P’.
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2.60. Wagon classification starting with ‘AKC’

AKCX 18

16.11.1994 Reclassified from wagon ‘AKCX 18 B’ to ’ wagon ‘RCDX 18 F’.

AKCX 21

23.05.1994 Reclassified from wagon ‘AKCX 21 P’ to ’ wagon ‘RCDX 21 T’.

AKCX 23

24.11.1994 Reclassified from wagon ‘AKCX 23 K’ to ’ wagon ‘RCDX 23 Y’.

AKCX 25

19.07.1994 Reclassified from wagon ‘AKCX 25 F’ to ’ wagon ‘RCDX 25 J’.

AKCX 30

19.10.1994 Reclassified from wagon ‘AKCX 30 Y’ to ’ wagon ‘RCDX 30 S’.

AKCX 32

04.05.1994 Reclassified from wagon ‘AKCX 32 J’ to ’ wagon ‘RCDX 32 N’.

AKCX 36

20.10.1994 Reclassified from wagon ‘AKCX 36 W’ to ’ wagon ‘RCDX 36 D’.

AKCX 39

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘BRAKE BLOCK RB95’.
01.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Repair ‘WHEEL SET’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
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24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1993 Repair ‘TRAIN PIPE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BRANCH PIPE’.
25.10.1993 Repair ‘STEP’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO ‘RCDX‘.

(NRC049)’. New class: ‘RCDX’.
28.12.1995 Reclassified from wagon ‘AKCX 39 D’ to ’ wagon ‘RCDX 39 H’.

AKCX 49

Details: wagon ‘AKCX 49 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 08.02.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AOCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK
Return to Service Date: 10.08.1992
Due Triple Valve: 01.07.1992
Last Single Car Test: 10.09.1991
Last Lift: 22.07.1986

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.
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12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘EMPTY LOAD VALVE’.
01.07.1991 Repair ‘END SILL’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1991 Repair ‘BRAKE PULL ROD’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
10.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

11.04.1994 Alteration ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO ‘RCDX‘.
(NRC049)’. New class: ‘RCDX’.

AKCX 53

22.08.1994 Reclassified from wagon ‘AKCX 53 L’ to ’ wagon ‘RCDX 53 P’.

AKCX 55

19.10.1994 Reclassified from wagon ‘AKCX 55 G’ to ’ wagon ‘RCDX 55 K’.

AKCX 59

09.01.1995 Reclassified from wagon ‘AKCX 59 T’ to ’ wagon ‘RCDX 59 A’.

AKCX 63

09.12.1994 Reclassified from wagon ‘AKCX 63 T’ to ’ wagon ‘RCDX 63 A’.

AKCX 64

17.11.1994 Reclassified from wagon ‘AKCX 64 F’ to ’ wagon ‘RCDX 64 J’.

AKCX 65

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.
REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.
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14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘BRANCH PIPE’.
14.04.1993 Repair ‘DRAFT GEAR POCKET’.
14.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘STEP’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO ‘RCDX‘.

(NRC049)’. New class: ‘RCDX’.
29.10.1995 Reclassified from wagon ‘AKCX 65 Y’ to ’ wagon ‘RKCX 65 X’.

AKCX 68

09.01.1995 Reclassified from wagon ‘AKCX 68 S’ to ’ wagon ‘RCDX 68 W’.

AKCX 74

31.05.1994 Reclassified from wagon ‘AKCX 74 N’ to ’ wagon ‘RCDX 74 R’.

AKCX 92

05.09.1994 Reclassified from wagon ‘AKCX 92 L’ to ’ wagon ‘RCDX 92 P’.

AKCX 95

26.10.1994 Reclassified from wagon ‘AKCX 95 P’ to ’ wagon ‘RCDX 95 T’.

2.61 Wagon classification starting with ‘AKD’

AKDX 1

08.06.1994 Reclassified from wagon ‘AKDX 1 C’ to ’ wagon ‘RKAX 1 K’.

AKDX 3

25.05.1994 Reclassified from wagon ‘AKDX 3 U’ to ’ wagon ‘RKAX 3 F’.

AKDX 4

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFDX’ WAGONS TO ‘AKDX‘. (RS4326)’.
New class: ‘AKDX’.

24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFDX 4 T’
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
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03.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AFDX 4 T’

31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘VEHICLE RECLASSIFY’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFDX 4 T’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘TOP CENTRE PLATE’.
17.09.1991 Repair ‘TRAIN PIPE (END)’.
17.09.1991 Repair ‘YOKE COMPLETE’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.06.1992 Repair ‘BRAKE PULL ROD’.
02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Repair ‘SIDE BEARER’.
02.06.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE CONTROL PIPE’.
08.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1993 Repair ‘TRAIN PIPE’.

AKDX 5

31.05.1994 Reclassified from wagon ‘AKDX 5 P’ to ’ wagon ‘RKAX 5 A’.

AKDX 7

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFDX’ WAGONS TO ‘AKDX‘. (RS4326)’.
New class: ‘AKDX’.

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘WHEEL SET’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFDX 7 A’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1991 Repair ‘SIDE BEARER’.
09.08.1991 Repair ‘TOP CENTRE PLATE’.
09.08.1991 Repair ‘YOKE COMPLETE’.
09.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 7 A’
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFDX 7 A’
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 7 A’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BRAKE LEVER’.
23.09.1991 Repair ‘COUPLER COMPLETE’.
23.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 7 A’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Repair ‘GRADE CONTROL VALVE’.
01.11.1991 Repair ‘VEHICLE RECLASSIFY’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFDX 7 A’
27.03.1992 Repair ‘BOGIE SPRING’.
02.10.1992 Repair ‘END BOARDS’.
17.12.1992 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BODY COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
12.05.1993 Repair ‘EMPTY LOAD VALVE’.
12.05.1993 Repair ‘TRAIN PIPE (END)’.
12.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

2.62 Wagon classification starting with ‘AKE’

AKEX 1

13.10.1994 Reclassified from wagon ‘AKEX 1 F’ to ’ wagon ‘RCEX 1 G’.

AKEX 2

02.11.1994 Reclassified from wagon ‘AKEX 2 Y’ to ’ wagon ‘RCEX 2 P’.

1960
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AKEX 3

23.05.1994 Reclassified from wagon ‘AKEX 3 A’ to ’ wagon ‘RCEX 3 B’.

AKEX 4

02.11.1994 Reclassified from wagon ‘AKEX 4 J’ to ’ wagon ‘RCEX 4 K’.

AKEX 5

09.11.1994 Reclassified from wagon ‘AKEX 5 S’ to ’ wagon ‘RCEX 5 T’.

AKEX 6

20.07.1994 Reclassified from wagon ‘AKEX 6 E’ to ’ wagon ‘RCEX 6 F’.

AKEX 7

19.07.1994 Reclassified from wagon ‘AKEX 7 N’ to ’ wagon ‘RCEX 7 Y’.

AKEX 8

08.11.1994 Reclassified from wagon ‘AKEX 8 W’ to ’ wagon ‘RCEX 8 A’.

AKEX 9

20.07.1994 Reclassified from wagon ‘AKEX 9 X’ to ’ wagon ‘RCEX 9 J’.

AKEX 10

29.04.1994 Reclassified from wagon ‘AKEX 10 E’ to ’ wagon ‘RCEX 10 F’.

AKEX 11

14.11.1994 Reclassified from wagon ‘AKEX 11 N’ to ’ wagon ‘RCEX 11 Y’.

AKEX 12

11.08.1994 Reclassified from wagon ‘AKEX 12 W’ to ’ wagon ‘RCEX 12 A’.

AKEX 13

24.11.1994 Reclassified from wagon ‘AKEX 13 X’ to ’ wagon ‘RCEX 13 J’.

AKEX 14

23.05.1994 Reclassified from wagon ‘AKEX 14 R’ to ’ wagon ‘RCEX 14 S’.

AKEX 15

08.06.1994 Reclassified from wagon ‘AKEX 15 D’ to ’ wagon ‘RCEX 15 E’.
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AKEX 16

05.08.1994 Reclassified from wagon ‘AKEX 16 M’ to ’ wagon ‘RCEX 16 N’.

AKEX 17

20.07.1994 Reclassified from wagon ‘AKEX 17 V’ to ’ wagon ‘RCEX 17 W’.

AKEX 18

25.07.1994 Reclassified from wagon ‘AKEX 18 H’ to ’ wagon ‘RCEX 18 X’.

AKEX 19

16.06.1994 Reclassified from wagon ‘AKEX 19 Q’ to ’ wagon ‘RCEX 19 R’.

AKEX 20

19.07.1994 Reclassified from wagon ‘AKEX 20 M’ to ’ wagon ‘RCEX 20 N’.

2.63 Wagon classification starting with ‘AKF’

AKFX 1

01.08.1994 Reclassified from wagon ‘AKFX 1 X’ to ’ wagon ‘RKFX 1 C’.

AKFX 2

17.05.1994 Reclassified from wagon ‘AKFX 2 R’ to ’ wagon ‘RKFX 2 L’.

AKFX 3

02.08.1994 Reclassified from wagon ‘AKFX 3 D’ to ’ wagon ‘RKFX 3 U’.

AKFX 4

17.05.1994 Reclassified from wagon ‘AKFX 4 M’ to ’ wagon ‘RKFX 4 G’.

AKFX 5

29.06.1994 Reclassified from wagon ‘AKFX 5 V’ to ’ wagon ‘RKFX 5 P’.

AKFX 6

26.06.1994 Reclassified from wagon ‘AKFX 6 H’ to ’ wagon ‘RKFX 6 B’.

AKFX 7

05.05.1994 Reclassified from wagon ‘AKFX 7 Q’ to ’ wagon ‘RKFX 7 K’.
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2.63. Wagon classification starting with ‘AKF’

AKFX 8

28.06.1994 Reclassified from wagon ‘AKFX 8 C’ to ’ wagon ‘RKFX 8 T’.

AKFX 9

27.06.1994 Reclassified from wagon ‘AKFX 9 L’ to ’ wagon ‘RKFX 9 F’.

AKFX 10

26.06.1994 Reclassified from wagon ‘AKFX 10 H’ to ’ wagon ‘RKFX 10 B’.

AKFX 11

28.05.1994 Reclassified from wagon ‘AKFX 11 Q’ to ’ wagon ‘RKFX 11 K’.

AKFX 12

30.06.1994 Reclassified from wagon ‘AKFX 12 C’ to ’ wagon ‘RKFX 12 T’.

AKFX 13

06.09.1994 Reclassified from wagon ‘AKFX 13 L’ to ’ wagon ‘RKFX 13 F’.

AKFX 14

15.07.1994 Reclassified from wagon ‘AKFX 14 U’ to ’ wagon ‘RKFX 14 Y’.

AKFX 15

14.06.1994 Reclassified from wagon ‘AKFX 15 G’ to ’ wagon ‘RKFX 15 A’.

AKFX 16

27.06.1994 Reclassified from wagon ‘AKFX 16 P’ to ’ wagon ‘RKFX 16 J’.

AKFX 17

13.05.1994 Reclassified from wagon ‘AKFX 17 B’ to ’ wagon ‘RKFX 17 S’.

AKFX 18

14.06.1994 Reclassified from wagon ‘AKFX 18 K’ to ’ wagon ‘RKFX 18 E’.

AKFX 19

11.06.1994 Reclassified from wagon ‘AKFX 19 T’ to ’ wagon ‘RKFX 19 N’.

AKFX 20

14.07.1994 Reclassified from wagon ‘AKFX 20 P’ to ’ wagon ‘RKFX 20 J’.
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AKFX 21

16.05.1994 Reclassified from wagon ‘AKFX 21 B’ to ’ wagon ‘RKFX 21 S’.

AKFX 22

26.06.1994 Reclassified from wagon ‘AKFX 22 K’ to ’ wagon ‘RKFX 22 E’.

AKFX 23

06.07.1994 Reclassified from wagon ‘AKFX 23 T’ to ’ wagon ‘RKFX 23 N’.

AKFX 24

25.07.1994 Reclassified from wagon ‘AKFX 24 F’ to ’ wagon ‘RKFX 24 W’.

AKFX 25

26.06.1994 Reclassified from wagon ‘AKFX 25 Y’ to ’ wagon ‘RKFX 25 X’.

AKFX 26

21.05.1994 Reclassified from wagon ‘AKFX 26 A’ to ’ wagon ‘RKFX 26 R’.

AKFX 27

10.06.1994 Reclassified from wagon ‘AKFX 27 J’ to ’ wagon ‘RKFX 27 D’.

AKFX 28

04.07.1994 Reclassified from wagon ‘AKFX 28 S’ to ’ wagon ‘RKFX 28 M’.

AKFX 29

01.08.1994 Reclassified from wagon ‘AKFX 29 E’ to ’ wagon ‘RKFX 29 V’.

AKFX 30

04.06.1994 Reclassified from wagon ‘AKFX 30 A’ to ’ wagon ‘RKFX 30 R’.

AKFX 31

28.06.1994 Reclassified from wagon ‘AKFX 31 J’ to ’ wagon ‘RKFX 31 D’.

AKFX 32

01.08.1994 Reclassified from wagon ‘AKFX 32 S’ to ’ wagon ‘RKFX 32 M’.

AKFX 33

15.07.1994 Reclassified from wagon ‘AKFX 33 E’ to ’ wagon ‘RKFX 33 V’.
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AKFX 34

06.06.1994 Reclassified from wagon ‘AKFX 34 N’ to ’ wagon ‘RKFX 34 H’.

AKFX 35

19.08.1994 Reclassified from wagon ‘AKFX 35 W’ to ’ wagon ‘RKFX 35 Q’.

AKFX 36

09.05.1994 Reclassified from wagon ‘AKFX 36 X’ to ’ wagon ‘RKFX 36 C’.

AKFX 37

28.05.1994 Reclassified from wagon ‘AKFX 37 R’ to ’ wagon ‘RKFX 37 L’.

AKFX 38

12.07.1994 Reclassified from wagon ‘AKFX 38 D’ to ’ wagon ‘RKFX 38 U’.

AKFX 39

15.06.1994 Reclassified from wagon ‘AKFX 39 M’ to ’ wagon ‘RKFX 39 G’.

AKFX 40

16.08.1994 Reclassified from wagon ‘AKFX 40 X’ to ’ wagon ‘RKFX 40 C’.

AKFX 41

25.05.1994 Reclassified from wagon ‘AKFX 41 R’ to ’ wagon ‘RKFX 41 L’.

AKFX 42

15.07.1994 Reclassified from wagon ‘AKFX 42 D’ to ’ wagon ‘RKFX 42 U’.

AKFX 43

14.07.1994 Reclassified from wagon ‘AKFX 43 M’ to ’ wagon ‘RKFX 43 G’.

AKFX 44

15.06.1994 Reclassified from wagon ‘AKFX 44 V’ to ’ wagon ‘RKFX 44 P’.

AKFX 45

21.05.1994 Reclassified from wagon ‘AKFX 45 H’ to ’ wagon ‘RKFX 45 B’.

AKFX 46

16.05.1994 Reclassified from wagon ‘AKFX 46 Q’ to ’ wagon ‘RKFX 46 K’.
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AKFX 47

11.05.1994 Reclassified from wagon ‘AKFX 47 C’ to ’ wagon ‘RKFX 47 T’.

AKFX 48

11.08.1994 Reclassified from wagon ‘AKFX 48 L’ to ’ wagon ‘RKFX 48 F’.

AKFX 49

02.11.1994 Reclassified from wagon ‘AKFX 49 U’ to ’ wagon ‘RKFX 49 Y’.

AKFX 50

05.05.1994 Reclassified from wagon ‘AKFX 50 Q’ to ’ wagon ‘RKFX 50 K’.

AKFX 51

10.06.1994 Reclassified from wagon ‘AKFX 51 C’ to ’ wagon ‘RKFX 51 T’.

AKFX 52

20.06.1994 Reclassified from wagon ‘AKFX 52 L’ to ’ wagon ‘RKFX 52 F’.

AKFX 53

16.05.1994 Reclassified from wagon ‘AKFX 53 U’ to ’ wagon ‘RKFX 53 Y’.

AKFX 54

21.05.1994 Reclassified from wagon ‘AKFX 54 G’ to ’ wagon ‘RKFX 54 A’.

AKFX 55

15.06.1994 Reclassified from wagon ‘AKFX 55 P’ to ’ wagon ‘RKFX 55 J’.

AKFX 56

21.05.1994 Reclassified from wagon ‘AKFX 56 B’ to ’ wagon ‘RKFX 56 S’.

AKFX 57

21.05.1994 Reclassified from wagon ‘AKFX 57 K’ to ’ wagon ‘RKFX 57 E’.

AKFX 58

12.07.1994 Reclassified from wagon ‘AKFX 58 T’ to ’ wagon ‘RKFX 58 N’.

AKFX 59

14.07.1994 Reclassified from wagon ‘AKFX 59 F’ to ’ wagon ‘RKFX 59 W’.
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AKFX 60

28.05.1994 Reclassified from wagon ‘AKFX 60 B’ to ’ wagon ‘RKFX 60 S’.

2.64 Wagon classification starting with ‘AKG’

AKGX 6

14.05.1994 Reclassified from wagon ‘AKGX 6 K’ to ’ wagon ‘RKGX 6 E’.

AKGX 7

21.05.1994 Reclassified from wagon ‘AKGX 7 T’ to ’ wagon ‘RKGX 7 N’.

AKGX 12

14.05.1994 Reclassified from wagon ‘AKGX 12 F’ to ’ wagon ‘RKGX 12 W’.

AKGX 18

28.05.1994 Reclassified from wagon ‘AKGX 18 N’ to ’ wagon ‘RKGX 18 H’.

AKGX 22

21.05.1994 Reclassified from wagon ‘AKGX 22 N’ to ’ wagon ‘RKGX 22 H’.

AKGX 26

14.05.1994 Reclassified from wagon ‘AKGX 26 D’ to ’ wagon ‘RKGX 26 U’.

AKGX 33

14.05.1994 Reclassified from wagon ‘AKGX 33 H’ to ’ wagon ‘RKGX 33 B’.

AKGX 35

21.05.1994 Reclassified from wagon ‘AKGX 35 C’ to ’ wagon ‘RKGX 35 T’.

AKGX 38

03.05.1994 Reclassified from wagon ‘AKGX 38 G’ to ’ wagon ‘RKGX 38 A’.

AKGX 39

04.06.1994 Reclassified from wagon ‘AKGX 39 P’ to ’ wagon ‘RKGX 39 J’.

AKGX 47

17.05.1994 Reclassified from wagon ‘AKGX 47 F’ to ’ wagon ‘RKGX 47 W’.
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AKGX 50

14.05.1994 Reclassified from wagon ‘AKGX 50 T’ to ’ wagon ‘RKGX 50 N’.

AKGX 53

14.05.1994 Reclassified from wagon ‘AKGX 53 A’ to ’ wagon ‘RKGX 53 R’.

AKGX 56

14.05.1994 Reclassified from wagon ‘AKGX 56 E’ to ’ wagon ‘RKGX 56 V’.

AKGX 59

16.05.1994 Reclassified from wagon ‘AKGX 59 X’ to ’ wagon ‘RKGX 59 C’.

AKGX 61

07.06.1994 Reclassified from wagon ‘AKGX 61 N’ to ’ wagon ‘RKGX 61 H’.

AKGX 67

31.05.1994 Reclassified from wagon ‘AKGX 67 V’ to ’ wagon ‘RKGX 67 P’.

AKGX 68

05.05.1994 Reclassified from wagon ‘AKGX 68 H’ to ’ wagon ‘RKGX 68 B’.

AKGX 69

21.05.1994 Reclassified from wagon ‘AKGX 69 Q’ to ’ wagon ‘RKGX 69 K’.

AKGX 76

14.05.1994 Reclassified from wagon ‘AKGX 76 U’ to ’ wagon ‘RKGX 76 Y’.

AKGX 79

11.06.1994 Reclassified from wagon ‘AKGX 79 B’ to ’ wagon ‘RKGX 79 S’.

AKGX 80

22.06.1994 Reclassified from wagon ‘AKGX 80 U’ to ’ wagon ‘RKGX 80 Y’.

2.65 Wagon classification starting with ‘AKH’

AKHX 1

Details: wagon ‘AKHX 1 Y’ in AN ‘Mainland Division’.
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2.65. Wagon classification starting with ‘AKH’

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 21.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 1X
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 18.07.1994
Due Triple Valve: 21.09.1990
Last Brake Cylinder: 12.10.1993
Last Single Car Test: 15.11.1993
Last Lift: 01.01.1987

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

23.08.1989 Repair ‘HANDRAILS’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RKHX 1 X’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘DOOR LOCK MECHANISM’.
21.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 1 X’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘DOOR COMPLETE’.
28.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE RECLASSIFY’.
28.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 1 X’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE PULL ROD’.
16.03.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.03.1990 Repair ‘HANDRAILS END’.
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16.03.1990 Repair ‘STEP’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘YOKE COMPLETE’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘VEHICLE COMPLETE’.
21.03.1990 Repair ‘VEHICLE STENCILS’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 1 X’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘BRAKE PULL ROD’.
09.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRAKE BLOCK RB95’.
19.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1991 Repair ‘COUPLER COMPLETE’.
19.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1992 Repair ‘BRAKE PULL ROD’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE BEARERS’.
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09.10.1992 Repair ‘BOGIE COMPLETE’.
09.10.1992 Repair ‘CENTRE SILL’.
09.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 1 X’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1993 Repair ‘BOGIE COMPLETE’.
06.10.1993 Repair ‘BRAKE LEVER’.
06.10.1993 Repair ‘BRAKE PULL ROD’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.10.1993 Repair ‘HANDRAILS END’.
06.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1993 Repair ‘SIDE BEARER’.
06.10.1993 Repair ‘STEP’.
06.10.1993 Repair ‘TRAIN PIPE’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE CONTROL PIPE’.
04.11.1993 Repair ‘TRAIN PIPE (END)’.
04.11.1993 Repair ‘VEHICLE COMPLETE’.
04.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 1 X’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
18.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 1 X’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 1 X’

AKHX 3

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRANCH PIPE’.
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26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Repair ‘BRANCH PIPE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Repair ‘VEHICLE COMPLETE’.
09.01.1991 Repair ‘VEHICLE RETARE’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1992 Repair ‘YOKE PIN’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘TRAIN PIPE (END)’.
10.03.1994 Repair ‘TRAIN PIPE’.
24.09.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.11.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKHX 5

Details: wagon ‘AKHX 5 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 04.12.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX; EX RKHX 5
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 05.10.1994
Due Triple Valve: 30.11.1990
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 25.08.1989
Last Lift: 30.09.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE LEVER’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 5 V’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘BRAKE PULL ROD’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘END BRAKE COCK’.
30.11.1989 Repair ‘END HOSE’.
30.11.1989 Repair ‘TRAIN PIPE (END)’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 5 V’
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 5 V’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘BRANCH PIPE’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 5 V’
30.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 5 V’
08.01.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1991 Repair ‘VEHICLE RETARE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 5 V’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARERS’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘CENTRE SILL’.
16.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKHX 5 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 5 V’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 5 V’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKHX 5 V’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 5 V’

AKHX 6

04.05.1994 Reclassified from wagon ‘AKHX 6 N’ to ’ wagon ‘RKHX 6 H’.

AKHX 7

04.05.1994 Reclassified from wagon ‘AKHX 7 W’ to ’ wagon ‘RKHX 7 Q’.

AKHX 8

04.05.1994 Reclassified from wagon ‘AKHX 8 X’ to ’ wagon ‘RKHX 8 C’.

AKHX 9

25.07.1994 Reclassified from wagon ‘AKHX 9 R’ to ’ wagon ‘RKHX 9 L’.

AKHX 11

Details: wagon ‘AKHX 11 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 04.12.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX / RKHX 11 Q
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 26.08.1994
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 24.11.1981

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 11 Q’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRANCH PIPE’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 11 Q’
07.01.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Repair ‘VEHICLE RETARE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 11 Q’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE BEARERS’.
30.10.1992 Repair ‘BOGIE COMPLETE’.
30.10.1992 Repair ‘BRAKE LEVER’.
30.10.1992 Repair ‘CENTRE SILL’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 11 Q’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1993 Repair ‘VEHICLE STENCILS’.
01.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKHX 11 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
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22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 11 Q’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 11 Q’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 11 Q’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 11 Q’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 11 Q’

AKHX 12

25.07.1994 Reclassified from wagon ‘AKHX 12 X’ to ’ wagon ‘RKHX 12 C’.

AKHX 14

Details: wagon ‘AKHX 14 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 13.10.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AOCX
BSG Code: FXKI

Capacity of 54.2 tonnes
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2.65. Wagon classification starting with ‘AKH’

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 12.03.1994
Due Triple Valve: 23.11.1993
Last Triple Valve: 26.10.1988
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 23.04.1993
Last Lift: 09.03.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

29.08.1989 Repair ‘HANDRAILS’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘VEHICLE COMPLETE’.
20.02.1991 Repair ‘VEHICLE STENCILS’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘BRAKE LEVER’.
12.11.1992 Repair ‘BRANCH PIPE’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1992 Repair ‘END HOSE’.
12.11.1992 Repair ‘HANDRAILS’.
12.11.1992 Repair ‘HANDRAILS END’.
12.11.1992 Repair ‘STEP’.
12.11.1992 Repair ‘TOP CENTRE PLATE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRANCH PIPE’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRANCH PIPE’.
20.04.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
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12.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

AKHX 16

07.09.1994 Reclassified from wagon ‘AKHX 16 V’ to ’ wagon ‘RKHX 16 P’.

AKHX 17

04.05.1994 Reclassified from wagon ‘AKHX 17 H’ to ’ wagon ‘RKHX 17 B’.

AKHX 19

04.05.1994 Reclassified from wagon ‘AKHX 19 C’ to ’ wagon ‘RKHX 19 T’.

AKHX 20

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘STEP’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARERS’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘CENTRE SILL’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
29.12.1994 Reclassified from wagon ‘AKHX 20 V’ to ’ wagon ‘RKHX 20 P’.

AKHX 22

25.07.1994 Reclassified from wagon ‘AKHX 22 Q’ to ’ wagon ‘RKHX 22 K’.
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AKHX 24

29.04.1994 Reclassified from wagon ‘AKHX 24 L’ to ’ wagon ‘RKHX 24 F’.

AKHX 26

Details: wagon ‘AKHX 26 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 18.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 26G
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 16.01.1995
Due Triple Valve: 24.07.1991
Last Triple Valve: 08.08.1989
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 04.05.1993
Last Lift: 06.07.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘DOOR COMPLETE’.
08.08.1989 Repair ‘HANDRAILS END’.
08.08.1989 Repair ‘VEHICLE RECLASSIFY’.
08.08.1989 Repair ‘VEHICLE RETARE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 26 A’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
28.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 26 A’
20.03.1990 Repair ‘END BRAKE COCK’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 26 A’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 26 A’
01.07.1991 Repair ‘BOGIE BEARINGS’.
01.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 26 A’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘BRAKE BLOCK RB95’.
11.09.1992 Repair ‘END COMPLETE’.
11.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 26 A’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘HANDRAILS END’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘STEP’.
29.04.1993 Repair ‘TRAIN PIPE (END)’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 26 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKHX 26 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 26 A’
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AKHX 27

22.11.1994 Reclassified from wagon ‘AKHX 27 P’ to ’ wagon ‘RKHX 27 J’.

AKHX 28

Details: wagon ‘AKHX 28 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 21.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX / RKHX 28 S
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 05.05.1995
Due Triple Valve: 28.09.1990
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 05.12.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.09.1989 Repair ‘DOOR COMPLETE’.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE RECLASSIFY’.
28.09.1989 Repair ‘VEHICLE RETARE’.
28.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 28 S’
17.03.1990 Repair ‘HANDRAILS END’.
17.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 28 S’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.07.1990 Repair ‘BRAKE PULL ROD’.
13.07.1990 Repair ‘BRANCH PIPE’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 28 S’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Repair ‘TRAIN PIPE (END)’.
18.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 28 S’
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 28 S’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BEARERS’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘CENTRE SILL’.
17.11.1992 Repair ‘END BRAKE COCK’.
17.11.1992 Repair ‘END COMPLETE’.
17.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 28 S’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE LEVER’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1993 Repair ‘STEP’.
03.03.1993 Repair ‘WEAR PLATES & SADDLES’.
03.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 28 S’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘BRAKE PULL ROD’.
19.11.1993 Repair ‘BRANCH PIPE’.
19.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 28 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 28 S’
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06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES
(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

05.05.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 28 S’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 28 S’

AKHX 29

25.09.1995 Reclassified from wagon ‘AKHX 29 K’ to ’ wagon ‘RKHX 29 E’.

AKHX 33

29.04.1994 Reclassified from wagon ‘AKHX 33 K’ to ’ wagon ‘RKHX 33 E’.

AKHX 34

04.05.1994 Reclassified from wagon ‘AKHX 34 T’ to ’ wagon ‘RKHX 34 N’.

AKHX 35

04.05.1994 Reclassified from wagon ‘AKHX 35 F’ to ’ wagon ‘RKHX 35 W’.

AKHX 37

Details: wagon ‘AKHX 37 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 14.11.1967
Operating System: AN
Intended Use: STEEL BULK
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Remarks: EX AKHX, EX RKHX 37 R
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 16.08.1995
Due Triple Valve: 22.06.1993
Last Brake Cylinder: 20.07.1990
Last Single Car Test: 22.06.1992
Last Lift: 25.02.1983

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

09.11.1989 Repair ‘HANDRAILS END’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 37 R’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘HANDRAILS’.
20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 37 R’
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 37 R’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE CONTROL PIPE’.
10.06.1992 Repair ‘BRAKE PULL ROD’.
10.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 37 R’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘END COMPLETE’.
24.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1992 Repair ‘TRAIN PIPE’.
24.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKHX 37 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
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07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 37 R’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 37 R’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 37 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 37 R’

AKHX 40

04.05.1994 Reclassified from wagon ‘AKHX 40 Y’ to ’ wagon ‘RKHX 40 X’.

AKHX 41

Details: wagon ‘AKHX 41 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 10.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AOCX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 06.10.1994
Due Triple Valve: 18.04.1989
Last Brake Cylinder: 18.04.1988
Last Single Car Test: 29.09.1989
Last Lift: 18.04.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘SIDE COMPLETE’.
29.09.1989 Repair ‘SIDE STEP’.
29.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1989 Repair ‘VEHICLE RECLASSIFY’.
29.09.1989 Repair ‘YOKE FOLLOWER’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCX 41 Q’
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE STENCILS’.
02.01.1991 Repair ‘BODY COMPLETE’.
02.01.1991 Repair ‘VEHICLE RETARE’.
02.01.1991 Repair ‘VEHICLE STENCILS’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BEARERS’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘CENTRE SILL’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.10.1992 Repair ‘GRADE CONTROL VALVE’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘TRAIN PIPE (END)’.
23.03.1993 Repair ‘HANDRAILS END’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

AKHX 42

Details: wagon ‘AKHX 42 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 24.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 42 D
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 04.05.1994
Due Triple Valve: 25.01.1990
Last Single Car Test: 06.01.1992
Last Lift: 01.03.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘SIDE BEARER’.
27.09.1989 Repair ‘SIDE MEMBER’.
27.09.1989 Repair ‘TOP CENTRE PLATE’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 42 D’
23.12.1989 Repair ‘HANDRAILS END’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 42 D’
15.04.1991 Repair ‘VEHICLE COMPLETE’.
15.04.1991 Repair ‘VEHICLE RETARE’.
15.04.1991 Repair ‘VEHICLE STENCILS’.
15.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 42 D’
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 42 D’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘TRAIN PIPE (END)’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 42 D’
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17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 42 D’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.12.1991 Repair ‘END HOSE’.
18.12.1991 Repair ‘TRAIN PIPE (END)’.
18.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 42 D’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE BEARERS’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘CENTRE SILL’.
01.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1992 Repair ‘YOKE PIN’.
01.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 42 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKHX 42 D’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 42 D’

AKHX 45

07.06.1994 Reclassified from wagon ‘AKHX 45 N’ to ’ wagon ‘RKHX 45 H’.

AKHX 46

04.05.1994 Reclassified from wagon ‘AKHX 46 W’ to ’ wagon ‘RKHX 46 Q’.

1988
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AKHX 47

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

08.01.1990 Repair ‘END BRAKE COCK’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCX 47 B’
23.01.1990 Repair ‘DOOR OPENING MECHANISM’.
23.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCX 47 B’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘DOOR OPENING MECHANISM’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1990 Repair ‘STEP’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 47 B’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘DOOR COMPLETE’.
13.11.1990 Repair ‘VEHICLE RECLASSIFY’.
13.11.1990 Repair ‘VEHICLE RETARE’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOCX 47 B’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘TOP CENTRE PLATE’.
12.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BEARERS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘CENTRE SILL’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.11.1992 Repair ‘END HOSE’.
09.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘BRAKE CONTROL PIPE’.
21.06.1993 Repair ‘BRAKE LEVER’.
21.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘BRAKE LEVER’.
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE CONTROL PIPE’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
10.11.1994 Reclassified from wagon ‘AKHX 47 X’ to ’ wagon ‘RKHX 47 C’.

AKHX 48

Details: wagon ‘AKHX 48 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 05.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 48 L
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 13.01.1996
Due Triple Valve: 12.05.1994
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 22.11.1993
Last Lift: 11.09.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1990 Repair ‘STANCHION’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 48 L’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 48 L’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 48 L’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘BRAKE LEVER’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘CARD OR CLIP HOLDER’.
23.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.11.1991 Repair ‘TRAIN PIPE (END)’.
19.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1992 Repair ‘BRAKE LEVER’.
10.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1992 Repair ‘TRAIN PIPE (END)’.
10.07.1992 Repair ‘VEHICLE COMPLETE’.
10.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘END COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 48 L’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘TRAIN PIPE (END)’.
23.10.1992 Repair ‘VEHICLE COMPLETE’.
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23.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKHX 48 L’

07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
07.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BODY COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘BRANCH PIPE’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BRAKE CONTROL PIPE’.
11.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.05.1993 Repair ‘EMPTY LOAD VALVE’.
11.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1993 Repair ‘SIDE BEARER’.
17.11.1993 Repair ‘TOP CENTRE PLATE’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 48 L’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES
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(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 48 L’
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 48 L’
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 48 L’
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 48 L’

AKHX 50

07.06.1994 Reclassified from wagon ‘AKHX 50 W’ to ’ wagon ‘RKHX 50 Q’.

AKHX 51

16.05.1994 Reclassified from wagon ‘AKHX 51 X’ to ’ wagon ‘RKHX 51 C’.

AKHX 52

Details: wagon ‘AKHX 52 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2

1993
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Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.12.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 52 L
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 04.05.1994
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 25.11.1992
Last Single Car Test: 07.03.1988
Last Lift: 29.10.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

22.08.1989 Repair ‘HANDRAILS END’.
22.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 52 L’
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Repair ‘STEP’.
16.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 52 L’
25.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1990 Repair ‘STANCHION’.
25.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 52 L’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BEARERS’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘CENTRE SILL’.
16.11.1992 Repair ‘END COMPLETE’.
16.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 52 L’
18.10.1993 Repair ‘BOGIE COMPLETE’.
18.10.1993 Repair ‘VEHICLE COMPLETE’.
18.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 52 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 52 L’
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06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES
(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 52 L’

AKHX 56

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

02.08.1989 Repair ‘DOOR COMPLETE’.
02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Repair ‘VEHICLE RETARE’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOCX 56 A’
22.02.1990 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘SIDE MEMBER’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BRANCH PIPE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE STENCILS’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘TRAIN PIPE (END)’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘TRAIN PIPE (END)’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘BRAKE PULL ROD’.
03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
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21.09.1992 Repair ‘END COMPLETE’.
21.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BRANCH PIPE’.
27.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘HOSE FITTINGS’.
27.05.1993 Repair ‘NYLON HOSE’.
27.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
27.05.1993 Repair ‘TRAIN PIPE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BRAKE CONTROL PIPE’.
21.09.1993 Repair ‘BRANCH PIPE’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘BRAKE LEVER’.
22.03.1994 Repair ‘BRAKE PULL ROD’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

13.02.1995 Reclassified from wagon ‘AKHX 56 H’ to ’ wagon ‘RKHX 56 B’.

AKHX 58

29.04.1994 Reclassified from wagon ‘AKHX 58 C’ to ’ wagon ‘RKHX 58 T’.

AKHX 60

Details: wagon ‘AKHX 60 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 24.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX / RKHX 60 B
BSG Code: FXKI
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Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 28.02.1994
Last Single Car Test: 07.09.1990
Last Lift: 26.06.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

07.03.1990 Repair ‘HANDRAILS END’.
07.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOCX 60 A’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRAKE PULL ROD’.
09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1990 Repair ‘SIDE BEARER’.
09.08.1990 Repair ‘STEP’.
09.08.1990 Repair ‘TOP CENTRE PLATE’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Repair ‘WEAR PLATES & SADDLES’.
09.08.1990 Repair ‘YOKE COMPLETE’.
09.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOCX 60 A’
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘VEHICLE COMPLETE’.
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOCX 60 A’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BRAKE PULL ROD’.
04.09.1990 Repair ‘HANDBRAKE HANDLE’.
04.09.1990 Repair ‘TRAIN PIPE (END)’.
02.01.1991 Repair ‘BODY COMPLETE’.
02.01.1991 Repair ‘VEHICLE RETARE’.
02.01.1991 Repair ‘VEHICLE STENCILS’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARERS’.
14.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘CENTRE SILL’.
14.10.1992 Repair ‘DRAFT GEAR POCKET’.
14.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
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11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.
New class: ‘RKHX’.

29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 60 B’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 60 B’

AKHX 61

16.05.1994 Reclassified from wagon ‘AKHX 61 Q’ to ’ wagon ‘RKHX 61 K’.

AKHX 62

06.12.1994 Reclassified from wagon ‘AKHX 62 C’ to ’ wagon ‘RKHX 62 T’.

AKHX 66

25.07.1994 Reclassified from wagon ‘AKHX 66 P’ to ’ wagon ‘RKHX 66 J’.

AKHX 67

04.05.1994 Reclassified from wagon ‘AKHX 67 B’ to ’ wagon ‘RKHX 67 S’.

AKHX 69

Details: wagon ‘AKHX 69 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 16.03.1971
Operating System: AN

1998



2.65. Wagon classification starting with ‘AKH’

Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 69
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.09.1994
Due Triple Valve: 26.08.1994
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 26.08.1993
Last Lift: 04.05.1983

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Repair ‘SIDE BEARER’.
05.07.1989 Repair ‘TOP CENTRE PLATE’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Repair ‘TRAIN PIPE’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
10.11.1989 Repair ‘HANDRAILS’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 69 N’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1990 Repair ‘BRAKE PULL ROD’.
28.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1990 Repair ‘STEP’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 69 N’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE LEVER’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘CARD OR CLIP HOLDER’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘HANDRAILS END’.
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06.12.1990 Repair ‘SIDE STEP’.
06.12.1990 Repair ‘STEP’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE STENCILS’.
10.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 69 N’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Repair ‘BRAKE PULL ROD’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRAKE LEVER’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BEARERS’.
10.11.1992 Repair ‘BOGIE BOLSTER’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BOGIE SIDEFRAME’.
10.11.1992 Repair ‘CENTRE SILL’.
10.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1992 Repair ‘TRAIN PIPE’.
10.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 69 N’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKHX 69 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 69 N’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 69 N’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
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PLATE. RKHX ALL. (RS4889)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 69 N’

AKHX 70

22.11.1994 Reclassified from wagon ‘AKHX 70 P’ to ’ wagon ‘RKHX 70 J’.

AKHX 71

Details: wagon ‘AKHX 71 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 24.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX / RKHX 71 S
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 21.07.1994
Due Triple Valve: 18.05.1994
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 13.12.1993
Last Lift: 16.06.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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27.07.1989 Repair ‘VEHICLE STENCILS’.
27.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 71 S’
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 71 S’
11.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 71 S’
04.01.1991 Repair ‘BODY COMPLETE’.
04.01.1991 Repair ‘VEHICLE RETARE’.
04.01.1991 Repair ‘VEHICLE STENCILS’.
04.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 71 S’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘TRAIN PIPE (END)’.
23.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 71 S’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1993 Repair ‘BOGIE COMPLETE’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘BRAKE PULL ROD’.
13.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.05.1993 Repair ‘EMPTY LOAD VALVE’.
13.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1993 Repair ‘VEHICLE COMPLETE’.
13.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 71 S’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘HANDRAILS END’.
13.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 71 S’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 71 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 71 S’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
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21.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKHX 71 S’

22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKHX 71 S’

06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES
(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 71 S’

AKHX 72

29.04.1994 Reclassified from wagon ‘AKHX 72 K’ to ’ wagon ‘RKHX 72 E’.

AKHX 73

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

25.08.1989 Repair ‘DOOR COMPLETE’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCX 73 M’
28.08.1989 Repair ‘DOOR COMPLETE’.
28.08.1989 Repair ‘VEHICLE RECLASSIFY’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCX 73 M’
05.11.1989 Repair ‘HANDRAILS’.
05.11.1989 Repair ‘HANDRAILS END’.
19.06.1990 Repair ‘HANDRAILS END’.
10.01.1991 Repair ‘TRAIN PIPE’.
10.01.1991 Repair ‘VEHICLE COMPLETE’.
10.01.1991 Repair ‘VEHICLE RETARE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARERS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
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11.06.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Reclassified from wagon ‘AKHX 73 T’ to ’ wagon ‘RKHX 73 N’.

AKHX 75

Details: wagon ‘AKHX 75 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.04.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 69N
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 16.05.1994
Due Triple Valve: 09.02.1990
Last Brake Cylinder: 09.02.1989
Last Single Car Test: 04.12.1991
Last Lift: 26.09.1979

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

08.01.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1991 Repair ‘VEHICLE RETARE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 75 X’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Repair ‘BRAKE PULL ROD’.
29.11.1991 Repair ‘WEAR PLATES & SADDLES’.
29.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 75 X’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.
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22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘END COMPLETE’.
22.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 75 X’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BEARERS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1992 Repair ‘END COMPLETE’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1992 Repair ‘YOKE CARRIER’.
08.12.1992 Repair ‘YOKE COMPLETE’.
08.12.1992 Repair ‘YOKE FOLLOWER’.
08.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 75 X’
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RKHX 75 X’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 75 X’

AKHX 76

Details: wagon ‘AKHX 76 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.04.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX; EX RKHX 76R
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.05.1995
Due Triple Valve: 01.02.1990
Last Brake Cylinder: 15.12.1992
Last Single Car Test: 24.03.1993
Last Lift: 16.02.1978

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

20.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 76 R’
23.11.1989 Repair ‘VEHICLE COMPLETE’.
23.11.1989 Repair ‘VEHICLE STENCILS’.
23.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 76 R’
19.06.1990 Repair ‘STEP’.
19.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 76 R’
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 76 R’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘BRAKE PULL ROD’.
09.06.1992 Repair ‘CARD OR CLIP HOLDER’.
09.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1992 Repair ‘TOP CENTRE PLATE’.
09.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 76 R’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE BEARERS’.
14.12.1992 Repair ‘BOGIE COMPLETE’.
14.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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14.12.1992 Repair ‘YOKE COMPLETE’.
14.12.1992 Repair ‘YOKE FOLLOWER’.
14.12.1992 Repair ‘YOKE PIN’.
14.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 76 R’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BRAKE LEVER’.
23.03.1993 Repair ‘BRANCH PIPE’.
23.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 76 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 76 R’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

29.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKHX 76 R’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 76 R’

AKHX 77

29.04.1994 Reclassified from wagon ‘AKHX 77 J’ to ’ wagon ‘RKHX 77 D’.

AKHX 78

03.05.1994 Reclassified from wagon ‘AKHX 78 S’ to ’ wagon ‘RKHX 78 M’.

AKHX 80

03.05.1994 Reclassified from wagon ‘AKHX 80 A’ to ’ wagon ‘RKHX 80 R’.

AKHX 81

07.06.1994 Reclassified from wagon ‘AKHX 81 J’ to ’ wagon ‘RKHX 81 D’.

AKHX 82

Details: wagon ‘AKHX 82 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 24.09.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX, EX RKHX 82 M
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 25.05.1995
Due Triple Valve: 04.06.1994
Last Brake Cylinder: 05.11.1992
Last Single Car Test: 26.07.1993
Last Lift: 29.03.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘DOOR COMPLETE’.
24.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 82 M’
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘ISOLATING COCK’.
09.01.1991 Repair ‘VEHICLE COMPLETE’.
09.01.1991 Repair ‘VEHICLE RETARE’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘SIDE BEARER’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKHX 82 M’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
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13.02.1991 Repair ‘END HOSE’.
13.02.1991 Repair ‘SIDE BEARER’.
13.02.1991 Repair ‘TOP CENTRE PLATE’.
13.02.1991 Repair ‘TRAIN PIPE (END)’.
13.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘COUPLER COMPLETE’.
14.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘EMPTY LOAD VALVE’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARERS’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘CENTRE SILL’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKHX 82 M’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRAKE LEVER’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘ISOLATING COCK’.
21.01.1993 Repair ‘TRAIN PIPE’.
21.01.1993 Repair ‘YOKE COMPLETE’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BODY COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.06.1993 Repair ‘STEP’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
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03.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKHX 82 M’

23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘BRAKE LEVER’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKHX 82 M’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKHX 82 M’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHX 82 M’

AKHX 84

03.05.1994 Reclassified from wagon ‘AKHX 84 N’ to ’ wagon ‘RKHX 84 H’.

AKHX 85

07.06.1994 Reclassified from wagon ‘AKHX 85 W’ to ’ wagon ‘RKHX 85 Q’.

AKHX 87

03.05.1994 Reclassified from wagon ‘AKHX 87 R’ to ’ wagon ‘RKHX 87 L’.

AKHX 88

07.06.1994 Reclassified from wagon ‘AKHX 88 D’ to ’ wagon ‘RKHX 88 U’.
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AKHX 89

16.05.1994 Reclassified from wagon ‘AKHX 89 M’ to ’ wagon ‘RKHX 89 G’.

AKHX 90

18.04.1994 Reclassified from wagon ‘AKHX 90 X’ to ’ wagon ‘RKHX 90 C’.

AKHX 91

29.04.1994 Reclassified from wagon ‘AKHX 91 R’ to ’ wagon ‘RKHX 91 L’.

AKHX 94

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

02.08.1989 Repair ‘HANDRAILS END’.
28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘VEHICLE STENCILS’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRANCH PIPE’.
09.04.1991 Repair ‘VEHICLE COMPLETE’.
09.04.1991 Repair ‘VEHICLE STENCILS’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BRAKE LEVER’.
15.09.1992 Repair ‘CENTRE SILL’.
15.09.1992 Repair ‘TRAIN PIPE (END)’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘SIDE BEARER’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘. (NRC054)’.

New class: ‘RKHX’.
16.12.1994 Reclassified from wagon ‘AKHX 94 V’ to ’ wagon ‘RKHX 94 P’.
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AKHX 97

25.07.1994 Reclassified from wagon ‘AKHX 97 C’ to ’ wagon ‘RKHX 97 T’.

2.66 Wagon classification starting with ‘AKJ’

AKJY 16

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘BRANCH PIPE’.
19.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 16 T’
29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 16 T’
14.06.1990 Repair ‘END HOSE’.
14.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKOX 16 T’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 16 T’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘TRAIN PIPE (END)’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 16 T’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘BRAKE PULL ROD’.
24.01.1991 Repair ‘TRAIN PIPE (END)’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 16 T’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1991 Repair ‘STANCHION’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 16 T’
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08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘END HOSE’.
01.08.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 16 T’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BEARERS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE PULL ROD’.
08.04.1992 Repair ‘END COMPLETE’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘TOP CENTRE PLATE’.
08.04.1992 Repair ‘TRAIN PIPE’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1992 Repair ‘VEHICLE COMPLETE’.
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘END BRAKE COCK’.
12.02.1993 Repair ‘END HOSE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘END HOSE’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BEARERS’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
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09.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
09.06.1993 Repair ‘END COMPLETE’.
09.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘END BRAKE COCK’.
30.06.1993 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE BLOCK OTHER’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘. (NRC062)’.

New class: ‘RKWY’.

AKJY 20

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘END HOSE’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
22.03.1990 Repair ‘TRAIN PIPE’.
22.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 20 T’
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘BRAKE LEVER’.
14.07.1990 Repair ‘BRAKE PULL ROD’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘EMPTY LOAD VALVE’.
14.07.1990 Repair ‘END HOSE’.
14.07.1990 Repair ‘GRADE CONTROL VALVE’.
14.07.1990 Repair ‘HANDRAILS END’.
14.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1990 Repair ‘TRAIN PIPE (END)’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 20 T’
26.04.1991 Repair ‘STEP’.
26.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 20 T’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

13.05.1991 Repair ‘HANDRAILS’.
13.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 20 T’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.

2014



2.66. Wagon classification starting with ‘AKJ’

02.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 20 T’
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 20 T’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘END COMPLETE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1992 Repair ‘RELAY VALVE’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 20 T’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BEARERS’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.07.1993 Repair ‘EMPTY LOAD VALVE’.
19.07.1993 Repair ‘END BRAKE COCK’.
19.07.1993 Repair ‘END COMPLETE’.
19.07.1993 Repair ‘GRADE CONTROL VALVE’.
19.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1994 Alteration ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘. (NRC062)’.

New class: ‘RKWY’.
26.08.1994 Alteration ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

12.10.1994 Reclassified from wagon ‘AKJY 20 X’ to ’ wagon ‘RKWF 20 L’.
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AKJY 2281

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1989 Repair ‘TRAIN PIPE (END)’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2281 R’
16.04.1990 Repair ‘HANDRAILS END’.
16.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKPY 2281 R’
20.03.1991 Repair ‘DOOR COMPLETE’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2281 R’
30.04.1991 Repair ‘VEHICLE RECLASSIFY’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKPY 2281 R’
04.09.1991 Repair ‘STANCHION’.
04.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2281 R’
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKPY 2281 R’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘DOOR FRAME’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2281 R’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BEARERS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1992 Repair ‘SIDE BEARER’.
21.08.1992 Repair ‘TOP CENTRE PLATE’.
21.08.1992 Repair ‘VEHICLE RECLASSIFY’.
21.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2281 R’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
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REV. E). AKJY,AKOX ALL. (RS4751)’.
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BEARERS’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘END COMPLETE’.
23.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1993 Repair ‘TRAIN PIPE’.
23.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKPY 2281 R’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BEARERS’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘END COMPLETE’.
21.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKPY 2281 R’
24.05.1993 Issued at location ‘Wirrappa’ with a previous code of wagon ‘AKPY 2281 R’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘END BRAKE COCK’.
22.10.1993 Repair ‘END HOSE’.
22.10.1993 Repair ‘VEHICLE RECLASSIFY’.
22.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKPY 2281 R’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘COUPLER KNUCKLE’.
04.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
04.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1993 Repair ‘YOKE CARRIER’.
04.12.1993 Repair ‘YOKE COMPLETE’.
04.12.1993 Repair ‘YOKE PIN’.
04.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘DRAFT GEAR POCKET’.
15.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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15.12.1993 Repair ‘UNDERFRAME COMPLETE’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Repair ‘YOKE COMPLETE’.
15.12.1993 Repair ‘YOKE FOLLOWER’.
06.04.1994 Alteration ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘. (NRC062)’.

New class: ‘RKWY’.

AKJY 2519

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘STANCHION’.
09.11.1989 Repair ‘TRAIN PIPE’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2519 X’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘DOOR OPENING MECHANISM’.
14.12.1989 Repair ‘HANDRAILS END’.
14.12.1989 Repair ‘STANCHION’.
14.12.1989 Repair ‘STEP’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKPY 2519 X’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘DOOR LOCK MECHANISM’.
27.09.1990 Repair ‘DOOR OPENING MECHANISM’.
27.09.1990 Repair ‘END BRAKE COCK’.
27.09.1990 Repair ‘END HOSE’.
27.09.1990 Repair ‘HANDRAILS END’.
27.09.1990 Repair ‘TRAIN PIPE (END)’.
27.09.1990 Repair ‘WEAR PLATES & SADDLES’.
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2519 X’
18.01.1991 Repair ‘STANCHION’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2519 X’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKPY 2519 X’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.
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20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘BRANCH PIPE’.
15.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1993 Repair ‘VEHICLE STENCILS’.
15.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKPY 2519 X’
08.04.1993 Repair ‘VEHICLE RECLASSIFY’.
08.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKPY 2519 X’
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKPY 2519 X’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘END COMPLETE’.
25.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1993 Repair ‘HANDBRAKE HANDLE’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKPY 2519 X’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘VEHICLE RECLASSIFY’.
19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKPY 2519 X’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
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06.04.1994 Alteration ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘. (NRC062)’.
New class: ‘RKWY’.

AKJY 4037

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.07.1989 Repair ‘BRAKE PULL ROD’.
13.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4037 W’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘END BRAKE COCK’.
12.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4037 W’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘TRAIN PIPE (END)’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4037 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

19.06.1991 Repair ‘SIDE COMPLETE’.
19.06.1991 Repair ‘VEHICLE RECLASSIFY’.
19.06.1991 Repair ‘VEHICLE RETARE’.
19.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4037 W’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE SIDEFRAME’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 4037 W’
08.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4037 W’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘TRAIN PIPE (END)’.
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22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKOX 4037 W’

07.05.1992 Repair ‘BOGIE BEARERS’.
07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4037 W’
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKJY 4043

12.07.1994 Reclassified from wagon ‘AKJY 4043 G’ to ’ wagon ‘RKWY 4043 Q’.

AKJY 4124

11.07.1994 Reclassified from wagon ‘AKJY 4124 G’ to ’ wagon ‘RKWY 4124 Q’.

2.67 Wagon classification starting with ‘AKK’

AKKF 19

28.05.1994 Reclassified from wagon ‘AKKF 19 X’ to ’ wagon ‘RKKF 19 C’.

AKKF 54

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGF 54 Y’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1993 Repair ‘BOGIE SPRING’.
23.07.1993 Repair ‘BRANCH PIPE’.
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23.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘SIDE COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Repair ‘VEHICLE STENCILS’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘END SHEETING’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1993 Repair ‘SIDE MEMBER’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.07.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 73

28.07.1994 Reclassified from wagon ‘AKKF 73 C’ to ’ wagon ‘RKKF 73 T’.

AKKF 100

24.05.1994 Reclassified from wagon ‘AKKF 100 S’ to ’ wagon ‘RKKF 100 M’.

AKKF 108

21.05.1994 Reclassified from wagon ‘AKKF 108 V’ to ’ wagon ‘RKKF 108 P’.

AKKF 116

28.05.1994 Reclassified from wagon ‘AKKF 116 L’ to ’ wagon ‘RKKF 116 F’.

AKKF 118

28.05.1994 Reclassified from wagon ‘AKKF 118 G’ to ’ wagon ‘RKKF 118 A’.

AKKF 119

21.05.1994 Reclassified from wagon ‘AKKF 119 P’ to ’ wagon ‘RKKF 119 J’.

AKKF 156

21.05.1994 Reclassified from wagon ‘AKKF 156 U’ to ’ wagon ‘RKKF 156 Y’.

AKKF 163

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
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WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 163 F’
08.03.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 165

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 165 P’
27.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Repair ‘VEHICLE RETARE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGF 165 P’
25.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1992 Repair ‘BRAKE BLOCK RB95’.
25.07.1992 Repair ‘COUPLER KNUCKLE’.
25.07.1992 Repair ‘END BRAKE COCK’.
25.07.1992 Repair ‘TRAIN PIPE (END)’.
25.07.1992 Repair ‘WHEEL SET’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE SPRING’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BOGIE SPRING’.
14.12.1993 Repair ‘BRAKE PULL ROD’.
14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘TRAIN PIPE’.
14.12.1993 Repair ‘VEHICLE COMPLETE’.
14.12.1993 Repair ‘WHEEL SET’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1994 Alteration ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO ‘RKKF‘.

(NRC011)’. New class: ‘RKKF’.
05.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 170

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGF 170 B’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 170 B’
07.05.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 215

22.04.1994 Reclassified from wagon ‘AKKF 215 J’ to ’ wagon ‘RKKF 215 D’.

AKKF 216

22.06.1994 Reclassified from wagon ‘AKKF 216 S’ to ’ wagon ‘RKKF 216 M’.

AKKF 218

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 218 J’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘BRANCH PIPE’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1992 Repair ‘TOP CENTRE PLATE’.
24.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 221

21.05.1994 Reclassified from wagon ‘AKKF 221 E’ to ’ wagon ‘RKKF 221 V’.

AKKF 232

28.05.1994 Reclassified from wagon ‘AKKF 232 V’ to ’ wagon ‘RKKF 232 P’.

AKKF 247

21.05.1994 Reclassified from wagon ‘AKKF 247 F’ to ’ wagon ‘RKKF 247 W’.

AKKF 251

21.05.1994 Reclassified from wagon ‘AKKF 251 F’ to ’ wagon ‘RKKF 251 W’.

AKKF 252

21.05.1994 Reclassified from wagon ‘AKKF 252 Y’ to ’ wagon ‘RKKF 252 X’.
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AKKF 257

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘DOOR COMPLETE’.
26.09.1989 Repair ‘END BOARDS’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFPL 257 T’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE BLOCK RB95’.
27.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.08.1990 Repair ‘END BRAKE COCK’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘VEHICLE STENCILS’.
27.08.1990 Repair ‘WHEEL SET’.
27.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AFPL 257 T’
03.09.1991 Alteration complete ‘CUT OUT INNER SIDE PANELS, WELD DOORS

CLOSED AND CUT HOLES IN THE DECK FOR CHAINS AS PER ATTACHED
SHEETS. RECLASSIFY ‘AFPL‘. AOGL 1 NO. TO BE SELECTED. (RS4637)’. New
class: ‘AFPL’.

11.09.1991 Repair ‘VEHICLE RECLASSIFY’.
11.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFPL 257 T’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘FLOOR SHEETING’.
17.09.1991 Repair ‘SIDE MEMBER’.
17.09.1991 Repair ‘SIDE SHEET’.
17.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFPL 257 T’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘STEP’.
11.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFPL 257 T’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFPL 257 T’
08.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AFPL 257 T’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.07.1992 Repair ‘DOOR COMPLETE’.
24.07.1992 Repair ‘SIDE BOARDS’.
24.07.1992 Repair ‘VEHICLE LOAD CAPACITY’.
24.07.1992 Repair ‘VEHICLE RECLASSIFY’.
24.07.1992 Repair ‘VEHICLE RETARE’.
24.07.1992 Repair ‘VEHICLE STENCILS’.
24.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFPL 257 T’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BEARINGS’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE LEVER’.
14.04.1993 Repair ‘TOP CENTRE PLATE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Repair ‘WHEEL SET’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 263

28.05.1994 Reclassified from wagon ‘AKKF 263 X’ to ’ wagon ‘RKKF 263 C’.

AKKF 278

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 278 M’
12.05.1992 Repair ‘STEP’.
10.02.1993 Repair ‘SIDE BEARER’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 300

01.08.1994 Reclassified from wagon ‘AKKF 300 J’ to ’ wagon ‘RKKF 300 D’.

AKKF 308

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
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WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 308 J’
27.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Repair ‘VEHICLE RETARE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 308 J’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKF 311

23.05.1994 Reclassified from wagon ‘AKKF 311 D’ to ’ wagon ‘RKKF 311 U’.

AKKF 323

31.03.1994 Reclassified from wagon ‘AKKF 323 G’ to ’ wagon ‘RKKF 323 A’.

AKKF 330

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGF 330 G’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
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22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 330 G’
05.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘HANDBRAKE HANDLE’.
13.06.1992 Repair ‘HANDRAILS’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.08.1992 Repair ‘TOP CENTRE PLATE’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKKF 339

21.05.1994 Reclassified from wagon ‘AKKF 339 W’ to ’ wagon ‘RKKF 339 Q’.

AKKF 346

21.05.1994 Reclassified from wagon ‘AKKF 346 D’ to ’ wagon ‘RKKF 346 U’.

AKKF 353

28.05.1994 Reclassified from wagon ‘AKKF 353 H’ to ’ wagon ‘RKKF 353 B’.

AKKF 361

30.05.1994 Reclassified from wagon ‘AKKF 361 U’ to ’ wagon ‘RKKF 361 Y’.

AKKF 363

24.05.1994 Reclassified from wagon ‘AKKF 363 P’ to ’ wagon ‘RKKF 363 J’.

AKKF 384

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
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21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon
‘AOGL 384 Y’

03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BRANCH PIPE’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘SIDE MEMBER’.
25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.10.1993 Repair ‘BODY COMPLETE’.
13.10.1993 Repair ‘SIDE MEMBER’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 386

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.11.1989 Repair ‘HANDRAILS’.
22.11.1989 Repair ‘STEP’.
22.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGF 386 X’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘SIDE MEMBER’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 386 X’
06.08.1992 Repair ‘HANDRAILS’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BEARERS’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘BRAKE PULL ROD’.
25.09.1992 Repair ‘COUPLER COMPLETE’.
25.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.09.1992 Repair ‘HANDRAILS’.
25.09.1992 Repair ‘HANDRAILS END’.
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25.09.1992 Repair ‘STEP’.
27.08.1993 Repair ‘BRAKE PIN’.
27.08.1993 Repair ‘END HOSE’.
23.12.1993 Repair ‘BRAKE PIN’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.07.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 391

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 391 R’
18.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKKF 400

28.05.1994 Reclassified from wagon ‘AKKF 400 Q’ to ’ wagon ‘RKKF 400 K’.

AKKF 406

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
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CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGF 406 U’
29.04.1992 Repair ‘DOOR COMPLETE’.
29.04.1992 Repair ‘SIDE MEMBER’.
29.04.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BEARERS’.
02.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1993 Repair ‘SIDE BEARER’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
10.07.1993 Repair ‘WHEEL SET’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘SIDE MEMBER’.
25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 412

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 412 A’
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
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TO DRAWING A1/W1-118 REV C (RS4755)’.

AKKF 416

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘SIDE MEMBER’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 416 N’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE BEARINGS’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘VEHICLE COMPLETE’.
03.07.1992 Repair ‘WHEEL SET’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BEARERS’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKKF 447

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
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22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 447 A’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
27.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1992 Repair ‘BRAKE BLOCK RB95’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.07.1992 Repair ‘SIDE BEARER’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘BRAKE PULL ROD’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1992 Repair ‘SIDE BEARER’.
22.10.1992 Repair ‘TOP CENTRE PLATE’.
22.10.1992 Repair ‘TRAIN PIPE’.
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BODY COMPLETE’.
14.05.1993 Repair ‘CENTRE SILL’.
14.05.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKF 450

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 450 H’
27.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Repair ‘VEHICLE RETARE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 450 H’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE SPRING’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.09.1992 Repair ‘BRANCH PIPE’.
26.09.1992 Repair ‘COUPLER KNUCKLE’.
26.09.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘BRAKE LEVER’.
21.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.10.1992 Repair ‘SIDE BEARER’.
21.10.1992 Repair ‘STEP’.
21.10.1992 Repair ‘TOP CENTRE PLATE’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

AKKF 453

21.05.1994 Reclassified from wagon ‘AKKF 453 Y’ to ’ wagon ‘RKKF 453 X’.

AKKF 459

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE COMPLETE’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 459 S’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 464

18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
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18.05.1990 Repair ‘DOOR HINGES AND PINS’.
18.05.1990 Repair ‘STEP’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGL 464 F’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGL 464 F’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGL 464 F’
13.04.1993 Repair ‘HANDRAILS’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘COUPLER KNUCKLE’.
03.09.1993 Repair ‘TOP CENTRE PLATE’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BODY COMPLETE’.
13.12.1993 Repair ‘BOGIE BEARINGS’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘HAND RELEASE (AIR)’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1994 Alteration ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO ‘RKKF‘.

(NRC011)’. New class: ‘RKKF’.
05.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 468

21.05.1994 Reclassified from wagon ‘AKKF 468 V’ to ’ wagon ‘RKKF 468 P’.

AKKF 480

21.05.1994 Reclassified from wagon ‘AKKF 480 L’ to ’ wagon ‘RKKF 480 F’.

AKKF 482

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

14.12.1989 Repair ‘BOGIE SPRING’.
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14.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOAF 482 H’

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘END BRAKE COCK’.
21.05.1992 Repair ‘SIDE COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOAF 482 H’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Repair ‘TOP CENTRE PLATE’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BRANCH PIPE’.
20.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘CARD OR CLIP HOLDER’.
08.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘END BRAKE COCK’.
08.03.1993 Repair ‘END HOSE’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘SIDE BEARER’.
18.05.1993 Repair ‘SIDE BEARER’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 494

28.05.1994 Reclassified from wagon ‘AKKF 494 J’ to ’ wagon ‘RKKF 494 D’.

AKKF 526

28.05.1994 Reclassified from wagon ‘AKKF 526 B’ to ’ wagon ‘RKKF 526 S’.
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AKKF 529

21.05.1994 Reclassified from wagon ‘AKKF 529 F’ to ’ wagon ‘RKKF 529 W’.

AKKF 541

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 541 W’
18.08.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1993 Repair ‘BRAKE BLOCK OTHER’.
25.09.1993 Repair ‘BRANCH PIPE’.
25.09.1993 Repair ‘COUPLER KNUCKLE’.

AKKF 544

16.05.1994 Reclassified from wagon ‘AKKF 544 W’ to ’ wagon ‘RKKF 544 Q’.

AKKF 556

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AOAF 556 D’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOAF 556 D’

2038



2.67. Wagon classification starting with ‘AKK’

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.05.1992 Repair ‘DOOR COMPLETE’.
26.05.1992 Repair ‘SIDE COMPLETE’.
26.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
26.05.1992 Repair ‘VEHICLE RECLASSIFY’.
26.05.1992 Repair ‘VEHICLE RETARE’.
26.05.1992 Repair ‘VEHICLE STENCILS’.
26.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOAF 556 D’
15.08.1992 Repair ‘TOP CENTRE PLATE’.
15.08.1992 Repair ‘VEHICLE COMPLETE’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE LEVER’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1992 Repair ‘HANDRAILS END’.
07.10.1992 Repair ‘SIDE BEARER’.
07.10.1992 Repair ‘STANCHION’.
07.10.1992 Repair ‘STEP’.
07.10.1992 Repair ‘TOP CENTRE PLATE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BRANCH PIPE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRANCH PIPE’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘STRIKING CASTING’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Repair ‘BOGIE BEARERS’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKF 561

23.05.1994 Reclassified from wagon ‘AKKF 561 L’ to ’ wagon ‘RKKF 561 F’.
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AKKL 27

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘END BRAKE COCK’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 27 R’
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘DOOR LOCK MECHANISM’.
13.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 27 R’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1990 Repair ‘STANCHION’.
11.05.1990 Repair ‘VEHICLE STENCILS’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 27 R’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘CENTRE SILL’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 27 R’
27.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKL 67

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘STRIKING CASTING’.
24.08.1989 Repair ‘TOP CENTRE PLATE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 67 D’
08.05.1990 Repair ‘STRIKING CASTING’.
08.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGF 67 D’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 67 D’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1992 Repair ‘VEHICLE COMPLETE’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘SIDE MEMBER’.
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘BRAKE PULL ROD’.
15.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘BRAKE PULL ROD’.
10.06.1993 Repair ‘END FRAME MEMBER’.
10.06.1993 Repair ‘TRAIN PIPE (END)’.
10.06.1993 Repair ‘TRAIN PIPE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘BRANCH PIPE’.
21.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
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30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.07.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKL 87

22.04.1994 Reclassified from wagon ‘AKKL 87 B’ to ’ wagon ‘RKKF 87 R’.

AKKL 117

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘DOOR COMPLETE’.
15.01.1993 Repair ‘FLOOR BOARDS’.
15.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
15.01.1993 Repair ‘VEHICLE RECLASSIFY’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 117 Q’
28.06.1993 Repair ‘VEHICLE COMPLETE’.
12.08.1993 Repair ‘FLOOR SUPPORT’.
12.08.1993 Repair ‘TOP CENTRE PLATE’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BOGIE COMPLETE’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘END HOSE’.
11.12.1993 Repair ‘STANCHION’.
11.12.1993 Repair ‘TRAIN PIPE’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKL 150

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘CARD OR CLIP HOLDER’.
22.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.03.1990 Repair ‘DOOR HINGES AND PINS’.
22.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
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22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 150 X’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘END BRAKE COCK’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 150 X’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘STEP’.
18.04.1990 Repair ‘STRIKING CASTING’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 150 X’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.02.1993 Repair ‘FLOOR BOARDS’.
11.02.1993 Repair ‘VEHICLE LOAD CAPACITY’.
11.02.1993 Repair ‘VEHICLE RECLASSIFY’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 150 X’
16.02.1993 Repair ‘STEP’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKL 238

21.05.1994 Reclassified from wagon ‘AKKL 238 H’ to ’ wagon ‘RKKF 238 A’.

AKKL 249

21.05.1994 Reclassified from wagon ‘AKKL 249 B’ to ’ wagon ‘RKKF 249 R’.

AKKL 253

28.05.1994 Reclassified from wagon ‘AKKL 253 B’ to ’ wagon ‘RKKF 253 R’.

AKKL 271

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.07.1989 Repair ‘STEP’.
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21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOGF 271 R’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 271 R’
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKL 291

21.05.1994 Reclassified from wagon ‘AKKL 291 P’ to ’ wagon ‘RKKF 291 X’.

AKKL 307

01.08.1994 Reclassified from wagon ‘AKKL 307 E’ to ’ wagon ‘RKKF 307 U’.

AKKL 315

30.08.1994 Reclassified from wagon ‘AKKL 315 R’ to ’ wagon ‘RKKL 315 L’.

AKKL 338

31.05.1994 Reclassified from wagon ‘AKKL 338 Y’ to ’ wagon ‘RKKF 338 H’.

AKKL 365

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Issued at location ‘Karoonda’ with a previous code of wagon ‘AOGF 365 G’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.
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26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.10.1992 Repair ‘DOOR COMPLETE’.
26.10.1992 Repair ‘END BRAKE COCK’.
26.10.1992 Repair ‘FLOOR BOARDS’.
26.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
26.10.1992 Repair ‘VEHICLE RECLASSIFY’.
26.10.1992 Repair ‘VEHICLE STENCILS’.
26.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 365 G’
08.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.12.1992 Repair ‘SIDE COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.03.1993 Repair ‘HANDRAILS’.
04.03.1993 Repair ‘HANDRAILS END’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKL 377

31.03.1994 Reclassified from wagon ‘AKKL 377 Y’ to ’ wagon ‘RKKF 377 H’.

AKKL 392

21.05.1994 Reclassified from wagon ‘AKKL 392 X’ to ’ wagon ‘RKKF 392 B’.

AKKL 396

21.05.1994 Reclassified from wagon ‘AKKL 396 V’ to ’ wagon ‘RKKF 396 Y’.

AKKL 399

28.05.1994 Reclassified from wagon ‘AKKL 399 C’ to ’ wagon ‘RKKF 399 S’.

AKKL 425

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.01.1993 Repair ‘DOOR COMPLETE’.
15.01.1993 Repair ‘END BRAKE COCK’.
15.01.1993 Repair ‘FLOOR BOARDS’.
15.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
15.01.1993 Repair ‘VEHICLE RECLASSIFY’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOGF 425 E’
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKL 458

28.05.1994 Reclassified from wagon ‘AKKL 458 Y’ to ’ wagon ‘RKKF 458 H’.

AKKL 499

28.05.1994 Reclassified from wagon ‘AKKL 499 J’ to ’ wagon ‘RKKF 499 C’.

AKKL 500

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘DOOR COMPLETE’.
15.01.1993 Repair ‘FLOOR BOARDS’.
15.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
15.01.1993 Repair ‘VEHICLE RECLASSIFY’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 500 E’
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKL 504

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
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STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRANCH PIPE’.
26.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.10.1992 Repair ‘DOOR COMPLETE’.
26.10.1992 Repair ‘FLOOR BOARDS’.
26.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
26.10.1992 Repair ‘VEHICLE RECLASSIFY’.
26.10.1992 Repair ‘VEHICLE STENCILS’.
26.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOBF 504 R’
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AKKL 505

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

31.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOAF 505 A’
22.03.1990 Repair ‘DOOR OPENING MECHANISM’.
22.03.1990 Repair ‘HITCH LOCK MECHANISM’.
22.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOAF 505 A’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Repair ‘DOOR OPENING MECHANISM’.
23.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOAF 505 A’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘STEP’.
03.08.1990 Repair ‘STRIKING CASTING’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOAF 505 A’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘HANDRAILS END’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOAF 505 A’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.10.1992 Repair ‘DOOR COMPLETE’.
22.10.1992 Repair ‘FLOOR BOARDS’.
22.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.10.1992 Repair ‘VEHICLE RECLASSIFY’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
22.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOAF 505 A’
19.03.1993 Repair ‘VEHICLE COMPLETE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AKKL 508

30.08.1994 Reclassified from wagon ‘AKKL 508 E’ to ’ wagon ‘RKKL 508 V’.

AKKL 565

25.04.1994 Reclassified from wagon ‘AKKL 565 C’ to ’ wagon ‘RKKF 565 S’.

2.68 Wagon classification starting with ‘AKL’

AKLF 174

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘TRAIN PIPE’.
28.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
07.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.08.1989 Repair ‘END BRAKE COCK’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
07.08.1989 Repair ‘WHEEL SET’.
07.08.1989 Repair ‘WHEEL SET’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE PULL ROD’.
28.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘EMPTY LOAD VALVE’.
27.01.1990 Repair ‘HITCH COMPLETE’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘HITCH SCREW MECHANISM’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘VEHICLE COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
19.04.1990 Repair ‘BOGIE SPRING’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘EMPTY LOAD VALVE’.
25.06.1990 Repair ‘HITCH SCREW MECHANISM’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
12.07.1990 Repair ‘HITCH LOCK MECHANISM’.
12.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘HITCH SCREW MECHANISM’.
16.07.1990 Repair ‘VEHICLE COMPLETE’.
16.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
24.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
03.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1990 Repair ‘HITCH COMPLETE’.
11.12.1990 Repair ‘HITCH SCREW MECHANISM’.
11.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.01.1991 Repair ‘TOP CENTRE PLATE’.
29.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 174 Q’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BRANCH PIPE’.
20.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
26.02.1991 Repair ‘HITCH SCREW MECHANISM’.
26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘HITCH SCREW MECHANISM’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘END BRAKE COCK’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.08.1991 Repair ‘HITCH COMPLETE’.
15.08.1991 Repair ‘HITCH SCREW MECHANISM’.
15.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
19.03.1992 Repair ‘HITCH SCREW MECHANISM’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 174 Q’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.07.1992 Repair ‘HITCH COMPLETE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BRAKE BLOCK RB95’.
04.09.1992 Repair ‘BRAKE PULL ROD’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
04.09.1992 Repair ‘HITCH COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 174 Q’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARERS’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB95’.
19.10.1992 Repair ‘CARD OR CLIP HOLDER’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
19.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Repair ‘HANDRAILS END’.
19.10.1992 Repair ‘SIDE STEP’.
19.10.1992 Repair ‘STEP’.
19.10.1992 Repair ‘VEHICLE RECLASSIFY’.
19.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 174 Q’
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23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
11.12.1992 Repair ‘END BRAKE COCK’.
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BEARERS’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘END COMPLETE’.
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

16.06.1993 Repair ‘SIDE SILL’.
30.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘END COMPLETE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Repair ‘SIDE BEARER’.
26.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘FLOOR BOARDS’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
22.01.1994 Repair ‘VEHICLE STENCILS’.
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE COMPLETE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1994 Repair ‘HAND RELEASE (AIR)’.
25.01.1994 Repair ‘WEAR PLATES & SADDLES’.
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AKLF 175

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘BRANCH PIPE’.
28.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘EMPTY LOAD VALVE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BEARERS’.
15.02.1990 Repair ‘BOGIE BEARINGS’.
15.02.1990 Repair ‘SIDE BEARER’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
15.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
27.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
16.04.1990 Repair ‘BOGIE COMPLETE’.
16.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
26.04.1990 Repair ‘BOGIE BOLSTER’.
26.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1990 Repair ‘HITCH COMPLETE’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BEARERS’.
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20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘SIDE SHEET’.
20.06.1990 Repair ‘SIDE SILL’.
20.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 175 C’
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE STENCILS’.
26.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 175 C’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.10.1990 Repair ‘BRAKE LEVER’.
16.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘END SILL’.
16.10.1990 Repair ‘HITCH COMPLETE’.
16.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE BLOCK RB95’.
17.12.1990 Repair ‘END BRAKE COCK’.
17.12.1990 Repair ‘TRAIN PIPE’.
17.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1991 Repair ‘HITCH COMPLETE’.
02.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘TRAIN PIPE (END)’.
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘HITCH COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
24.05.1991 Repair ‘HITCH SCREW MECHANISM’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 175 C’
05.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.

2054



2.68. Wagon classification starting with ‘AKL’

05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 175 C’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BRANCH PIPE’.
03.10.1991 Repair ‘HITCH COMPLETE’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Repair ‘HITCH COMPLETE’.
01.11.1991 Repair ‘HITCH LOCK MECHANISM’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
06.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 175 C’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘HITCH COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.01.1992 Repair ‘HITCH SCREW MECHANISM’.
16.01.1992 Repair ‘VEHICLE COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘HITCH COMPLETE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘HITCH PIVOT’.
08.07.1992 Repair ‘HITCH SCREW MECHANISM’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 175 C’
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18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘WEAR PLATES & SADDLES’.
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘BRAKE PULL ROD’.
09.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 175 C’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARERS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘CARD OR CLIP HOLDER’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1992 Repair ‘HANDRAILS’.
15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Repair ‘SIDE STEP’.
15.10.1992 Repair ‘STEP’.
15.10.1992 Repair ‘VEHICLE RECLASSIFY’.
15.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 175 C’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1992 Repair ‘WEAR PLATES & SADDLES’.
17.12.1992 Repair ‘YOKE COMPLETE’.
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘BRAKE CONTROL PIPE’.
29.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1993 Repair ‘TRAIN PIPE (END)’.
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12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE LEVER’.
20.09.1993 Repair ‘VEHICLE COMPLETE’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.

AKLF 176

26.05.1994 Reclassified from wagon ‘AKLF 176 Q’ to ’ wagon ‘RKLF 176 K’.

AKLF 177

21.06.1994 Reclassified from wagon ‘AKLF 177 C’ to ’ wagon ‘RKLF 177 T’.

AKLF 178

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘HITCH COMPLETE’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARERS’.
15.09.1989 Repair ‘WHEEL SET’.
15.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 178 G’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE LEVER’.
03.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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03.10.1989 Repair ‘HITCH LOCK MECHANISM’.
03.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
16.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1990 Repair ‘BRAKE BLOCK RB95’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 178 G’
03.05.1990 Repair ‘HITCH COMPLETE’.
03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 178 G’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘HITCH LOCK MECHANISM’.
08.05.1990 Repair ‘HITCH SCREW MECHANISM’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘HITCH COMPLETE’.
08.08.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
02.10.1990 Repair ‘BOGIE BEARINGS’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 178 G’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘EMPTY LOAD VALVE’.
10.01.1991 Repair ‘GRADE CONTROL VALVE’.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘END BRAKE COCK’.
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 178 G’
18.08.1991 Repair ‘BRAKE BLOCK RB95’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 178 G’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘HITCH COMPLETE’.
05.11.1991 Repair ‘TRAIN PIPE (END)’.
05.11.1991 Repair ‘TRAIN PIPE’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘SIDE MEMBER’.
27.11.1991 Repair ‘WHEEL SET’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.01.1992 Repair ‘HITCH COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 178 G’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BEARERS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘CARD OR CLIP HOLDER’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘HANDRAILS’.
20.10.1992 Repair ‘HANDRAILS END’.
20.10.1992 Repair ‘SIDE STEP’.
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20.10.1992 Repair ‘STEP’.
20.10.1992 Repair ‘VEHICLE RECLASSIFY’.
20.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 178 G’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BEARERS’.
29.01.1993 Repair ‘BOGIE COMPLETE’.
29.01.1993 Repair ‘END COMPLETE’.
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.
09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘HANDBRAKE HANDLE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
31.01.1994 Repair ‘STEP’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.

AKLF 179

31.05.1994 Reclassified from wagon ‘AKLF 179 U’ to ’ wagon ‘RKLF 179 Y’.

AKLF 180

01.06.1994 Reclassified from wagon ‘AKLF 180 Q’ to ’ wagon ‘RKLF 180 K’.
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AKLF 181

18.05.1994 Reclassified from wagon ‘AKLF 181 C’ to ’ wagon ‘RKLF 181 T’.

AKLF 182

26.05.1994 Reclassified from wagon ‘AKLF 182 L’ to ’ wagon ‘RKLF 182 F’.

AKLF 183

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.07.1989 Repair ‘HITCH SCREW MECHANISM’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 183 P’
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 183 P’
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 183 P’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 183 P’
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 183 P’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘GRADE CONTROL VALVE’.
25.07.1990 Repair ‘HITCH LOCK MECHANISM’.
25.07.1990 Repair ‘HITCH SCREW MECHANISM’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘WHEEL SET’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 183 P’
17.09.1990 Repair ‘HITCH LOCK MECHANISM’.
17.09.1990 Repair ‘HITCH SCREW MECHANISM’.
17.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 183 P’
02.10.1990 Repair ‘END BRAKE COCK’.
02.10.1990 Repair ‘END HOSE’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 183 P’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘END BRAKE COCK’.
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28.02.1991 Repair ‘HITCH SCREW MECHANISM’.
28.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘WHEEL SET’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 183 P’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘WHEEL SET’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 183 P’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘END BRAKE COCK’.
03.07.1991 Repair ‘END BRAKE COCK’.
03.07.1991 Repair ‘WHEEL SET’.
03.07.1991 Repair ‘WHEEL SET’.
03.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 183 P’
03.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 183 P’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘HANDRAILS’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 183 P’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘BRAKE LEVER’.
16.03.1992 Repair ‘BRANCH PIPE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘TRAIN PIPE (END)’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 183 P’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARERS’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘CARD OR CLIP HOLDER’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1992 Repair ‘HANDRAILS’.
22.10.1992 Repair ‘HANDRAILS END’.
22.10.1992 Repair ‘SIDE STEP’.
22.10.1992 Repair ‘STEP’.
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22.10.1992 Repair ‘VEHICLE RECLASSIFY’.
22.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 183 P’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
14.12.1993 Repair ‘SIDE BEARER’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.

AKLF 184

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

18.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 184 B’
07.09.1989 Repair ‘HITCH LOCK MECHANISM’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 184 B’
08.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 184 B’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘COUPLER COMPLETE’.
03.11.1989 Repair ‘RELAY VALVE’.
03.11.1989 Repair ‘YOKE CARRIER’.
03.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 184 B’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRANCH PIPE’.
13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
15.12.1989 Repair ‘HITCH COMPLETE’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 184 B’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE WEAR PLATES’.
16.01.1990 Repair ‘BRANCH PIPE’.
16.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1990 Repair ‘HANDRAILS END’.
16.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 184 B’
23.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 184 B’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘BRANCH PIPE’.
11.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 184 B’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘CARD OR CLIP HOLDER’.
14.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 184 B’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘BRAKE BLOCK RB101’.
11.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘HITCH SCREW MECHANISM’.
11.06.1990 Repair ‘VEHICLE STENCILS’.
11.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
25.10.1990 Repair ‘BOGIE BEARINGS’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 184 B’
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03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1991 Repair ‘BRANCH PIPE’.
03.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1991 Repair ‘COUPLER KNUCKLE’.
03.04.1991 Repair ‘HITCH COMPLETE’.
03.04.1991 Repair ‘HITCH SCREW MECHANISM’.
03.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
26.06.1991 Repair ‘HITCH COMPLETE’.
26.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 184 B’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘HITCH COMPLETE’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘HITCH COMPLETE’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘HITCH COMPLETE’.
20.01.1992 Repair ‘HITCH PIVOT’.
20.01.1992 Repair ‘HITCH SCREW MECHANISM’.
20.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 184 B’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE COMPLETE’.
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09.10.1992 Repair ‘CARD OR CLIP HOLDER’.
09.10.1992 Repair ‘COUPLER COMPLETE’.
09.10.1992 Repair ‘END COMPLETE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1992 Repair ‘HANDRAILS’.
09.10.1992 Repair ‘HANDRAILS END’.
09.10.1992 Repair ‘SIDE STEP’.
09.10.1992 Repair ‘STEP’.
09.10.1992 Repair ‘VEHICLE RECLASSIFY’.
09.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 184 B’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BEARERS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BOGIE WEAR PLATES’.
08.12.1992 Repair ‘BRAKE LEVER’.
08.12.1992 Repair ‘END COMPLETE’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘STANCHION’.
13.01.1993 Repair ‘VEHICLE COMPLETE’.
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BRANCH PIPE’.
27.04.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration ‘SUPPLY AND FIT PACKERS (ITEM 20) AND PACKING GUIDES
(ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING A0/W1-265 REV C.
AKLF - ALL. (RS4796)’.

07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘END COMPLETE’.
07.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AKLF 185

21.04.1994 Reclassified from wagon ‘AKLF 185 P’ to ’ wagon ‘RKLF 185 J’.
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AKLF 186

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

22.07.1989 Repair ‘NYLON HOSE’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 186 T’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 186 T’
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 186 T’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘HITCH COMPLETE’.
12.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 186 T’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE PULL ROD’.
12.03.1991 Repair ‘END BRAKE COCK’.
12.03.1991 Repair ‘HITCH COMPLETE’.
12.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 186 T’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1991 Repair ‘HITCH SCREW MECHANISM’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 186 T’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BODY COMPLETE’.
04.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 186 T’
08.11.1991 Repair ‘HITCH SCREW MECHANISM’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 186 T’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1992 Repair ‘HITCH COMPLETE’.
14.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 186 T’
04.03.1992 Repair ‘HITCH SCREW MECHANISM’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 186 T’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘TRAIN PIPE (END)’.
16.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 186 T’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 186 T’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 186 T’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARERS’.
16.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘CARD OR CLIP HOLDER’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1992 Repair ‘HANDRAILS’.
16.10.1992 Repair ‘HANDRAILS END’.
16.10.1992 Repair ‘SIDE STEP’.
16.10.1992 Repair ‘STEP’.
16.10.1992 Repair ‘VEHICLE RECLASSIFY’.
16.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 186 T’
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘HANDBRAKE HANDLE’.
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BEARERS’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
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05.02.1993 Repair ‘END COMPLETE’.
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.
09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.

AKLF 187

26.05.1994 Reclassified from wagon ‘AKLF 187 K’ to ’ wagon ‘RKLF 187 E’.

AKLF 188

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

16.08.1989 Repair ‘HITCH COMPLETE’.
16.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 188 Y’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘EMPTY LOAD VALVE’.
18.08.1989 Repair ‘GRADE CONTROL VALVE’.
18.08.1989 Repair ‘HANDBRAKE HANDLE’.
18.08.1989 Repair ‘HITCH SCREW MECHANISM’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘EMPTY LOAD VALVE’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1990 Repair ‘BRAKE CONTROL PIPE’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘BRANCH PIPE’.
19.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘HITCH COMPLETE’.
19.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1990 Repair ‘TRAIN PIPE (END)’.
01.02.1990 Repair ‘TRAIN PIPE’.
01.02.1990 Repair ‘WHEEL SET’.
01.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 188 Y’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.02.1990 Repair ‘CENTRE SILL’.
08.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘YOKE COMPLETE’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.03.1990 Repair ‘EMPTY LOAD VALVE’.
23.03.1990 Repair ‘GRADE CONTROL VALVE’.
23.03.1990 Repair ‘HITCH COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘HITCH COMPLETE’.
18.04.1990 Repair ‘HITCH SCREW MECHANISM’.
18.04.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
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09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BOGIE BEARERS’.
05.09.1990 Repair ‘RELAY VALVE’.
05.09.1990 Repair ‘SIDE BEARER’.
05.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 188 Y’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘EMPTY LOAD VALVE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘HITCH COMPLETE’.
30.01.1991 Repair ‘VEHICLE COMPLETE’.
30.01.1991 Repair ‘WHEEL SET’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘HITCH COMPLETE’.
05.04.1991 Repair ‘HITCH SCREW MECHANISM’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
23.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 188 Y’
06.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 188 Y’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘HITCH COMPLETE’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 188 Y’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘STEP’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
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28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘HITCH COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
09.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 188 Y’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘STEP’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 188 Y’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘BOGIE COMPLETE’.
10.10.1992 Repair ‘CARD OR CLIP HOLDER’.
10.10.1992 Repair ‘COUPLER COMPLETE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘END COMPLETE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1992 Repair ‘HANDRAILS’.
10.10.1992 Repair ‘HANDRAILS END’.
10.10.1992 Repair ‘SIDE STEP’.
10.10.1992 Repair ‘STEP’.
10.10.1992 Repair ‘VEHICLE RECLASSIFY’.
10.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 188 Y’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘VEHICLE RENUMBERED’.
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12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BEARERS’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘BRAKE BLOCK RB95’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘BRANCH PIPE’.
20.09.1993 Repair ‘UNDERFRAME COMPLETE’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘END COMPLETE’.
22.10.1993 Repair ‘SIDE BEARER’.
22.10.1993 Repair ‘TRAIN PIPE’.

AKLF 190

30.05.1994 Reclassified from wagon ‘AKLF 190 B’ to ’ wagon ‘RKLF 190 S’.

AKLF 191

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

29.09.1989 Repair ‘HITCH SCREW MECHANISM’.
29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Repair ‘BRANCH PIPE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.10.1989 Repair ‘HITCH SCREW MECHANISM’.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 191 F’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 191 F’
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10.11.1989 Repair ‘HITCH SCREW MECHANISM’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
10.07.1990 Repair ‘HITCH SCREW MECHANISM’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 191 F’
01.08.1990 Repair ‘HITCH COMPLETE’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
10.09.1990 Repair ‘BRAKE BLOCK RB95’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘HITCH SCREW MECHANISM’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 191 F’
30.06.1991 Repair ‘BRAKE BLOCK RB95’.
30.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘HITCH COMPLETE’.
16.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 191 F’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1991 Repair ‘ISOLATING COCK’.
31.07.1991 Repair ‘ISOLATING COCK’.
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 191 F’
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 191 F’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 191 F’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘HITCH COMPLETE’.
13.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1992 Repair ‘TOP CENTRE PLATE’.
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13.07.1992 Repair ‘VEHICLE STENCILS’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 191 F’
19.08.1992 Repair ‘HITCH COMPLETE’.
19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 191 F’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.08.1992 Repair ‘HITCH COMPLETE’.
21.08.1992 Repair ‘HITCH SCREW MECHANISM’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 191 F’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘BRAKE PULL ROD’.
09.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 191 F’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARERS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘EMPTY LOAD VALVE’.
21.10.1992 Repair ‘GRADE CONTROL VALVE’.
21.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1992 Repair ‘HANDRAILS’.
21.10.1992 Repair ‘HANDRAILS END’.
21.10.1992 Repair ‘SIDE STEP’.
21.10.1992 Repair ‘STEP’.
21.10.1992 Repair ‘VEHICLE RECLASSIFY’.
21.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 191 F’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
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10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1993 Repair ‘END COMPLETE’.
10.05.1993 Repair ‘TOP CENTRE PLATE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.

AKLF 196

25.05.1994 Reclassified from wagon ‘AKLF 196 J’ to ’ wagon ‘RKLF 196 D’.

AKLF 197

30.05.1994 Reclassified from wagon ‘AKLF 197 S’ to ’ wagon ‘RKLF 197 M’.

AKLF 198

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE BEARERS’.
22.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.09.1989 Repair ‘WHEEL SET’.
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22.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 198 W’

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘WHEEL SET’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.01.1990 Repair ‘BRAKE LEVER’.
02.01.1990 Repair ‘BRAKE PULL ROD’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘HITCH LOCK MECHANISM’.
26.02.1990 Repair ‘HITCH SCREW MECHANISM’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 198 W’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BEARERS’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘CARD OR CLIP HOLDER’.
30.05.1990 Repair ‘SIDE BEARER’.
30.05.1990 Repair ‘SIDE SHEET’.
30.05.1990 Repair ‘SIDE SILL’.
30.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 198 W’
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFSY 198 W’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.12.1990 Repair ‘HITCH SCREW MECHANISM’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1991 Repair ‘HITCH COMPLETE’.

2077



2. TIMS GROUP INFORMATION - WAGONS

09.03.1991 Repair ‘ISOLATING COCK’.
09.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘ISOLATING COCK’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘WHEEL SET’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘HITCH COMPLETE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 198 W’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

15.10.1992 Repair ‘VEHICLE RECLASSIFY’.
15.10.1992 Repair ‘VEHICLE RECLASSIFY’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 198 W’
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 198 W’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘STANCHION’.
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1993 Repair ‘BRAKE LEVER’.
11.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘VEHICLE COMPLETE’.
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09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE PIN’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1993 Repair ‘SIDE BEARER’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.

AKLF 199

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE LEVER’.
12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
04.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKLF 199 H’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKLF 199 H’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘WHEEL SET’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKLF 199 H’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘HITCH COMPLETE’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
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09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘BOGIE BOLSTER’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1991 Repair ‘HITCH COMPLETE’.
09.03.1991 Repair ‘TOP CENTRE PLATE’.
09.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘HITCH LOCK MECHANISM’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKLF 199 H’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE ADAPTER’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKLF 199 H’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘HITCH COMPLETE’.
12.05.1992 Repair ‘ISOLATING COCK’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRANCH PIPE’.
14.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKLF 199 H’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘HITCH COMPLETE’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKLF 199 H’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
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174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARERS’.
14.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘CARD OR CLIP HOLDER’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1992 Repair ‘HANDRAILS’.
14.10.1992 Repair ‘HANDRAILS’.
14.10.1992 Repair ‘SIDE STEP’.
14.10.1992 Repair ‘STEP’.
14.10.1992 Repair ‘VEHICLE RECLASSIFY’.
14.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKLF 199 H’
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BEARERS’.
08.01.1993 Repair ‘SIDE BEARER’.
08.01.1993 Repair ‘TOP CENTRE PLATE’.
08.01.1993 Repair ‘TRAIN PIPE’.
08.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKLF 199 H’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘SIDE SILL’.
16.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKLF 199 H’
17.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKLF 199 H’
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKLF 199 H’
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BRAKE BLOCK RB95’.
23.03.1994 Repair ‘BRAKE CONTROL PIPE’.
23.03.1994 Repair ‘BRAKE LEVER’.
23.03.1994 Repair ‘BRAKE PULL ROD’.
23.03.1994 Repair ‘EMPTY LOAD VALVE’.
23.03.1994 Repair ‘END BRAKE COCK’.
23.03.1994 Repair ‘END HOSE’.
23.03.1994 Repair ‘GRADE CONTROL VALVE’.
23.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1994 Repair ‘HANDRAILS’.
23.03.1994 Repair ‘HANDRAILS END’.
23.03.1994 Repair ‘SIDE BEARER’.
23.03.1994 Repair ‘TOP CENTRE PLATE’.
23.03.1994 Repair ‘TRAIN PIPE (END)’.
23.03.1994 Repair ‘TRAIN PIPE’.
23.03.1994 Repair ‘WHEEL SET’.
23.03.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKLF 199 H’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKLF 199 H’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKLF 199 H’
26.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLF 199 H’
26.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLF 199 H’
26.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLF 199 H’

AKLF 1847

25.05.1994 Reclassified from wagon ‘AKLF 1847 K’ to ’ wagon ‘RKLF 1847 E’.
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AKLF 3224

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.

22.04.1991 Repair ‘BRAKE LEVER’.
22.04.1991 Repair ‘VEHICLE COMPLETE’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFGF 3224 E’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3224 E’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.05.1991 Repair ‘HANDRAILS END’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFGF 3224 E’
18.03.1992 Alteration ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT WAGONS TO

‘AZCF‘. RG 1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761,
1767,1769, RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

29.05.1992 Repair ‘BRAKE BLOCK RB95’.
29.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3224 E’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

27.10.1992 Repair ‘VEHICLE RECLASSIFY’.
27.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFGF 3224 E’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE LEVER’.
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘WHEEL SET’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BODY COMPLETE’.
11.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘BRANCH PIPE’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘HANDRAILS’.
01.06.1993 Repair ‘HANDRAILS END’.
01.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.06.1993 Repair ‘STEP’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘END COMPLETE’.
23.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘SIDE MEMBER’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE STENCILS’.

AKLF 3225

21.04.1994 Reclassified from wagon ‘AKLF 3225 P’ to ’ wagon ‘RKLF 3225 J’.
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2.69 Wagon classification starting with ‘AKM’

AKMX 1

22.08.1994 Reclassified from wagon ‘AKMX 1 G’ to ’ wagon ‘RKMX 1 A’.

AKMX 2

24.02.1994 Reclassified from wagon ‘AKMX 2 P’ to ’ wagon ‘RKMX 2 J’.

AKMX 3

14.07.1994 Reclassified from wagon ‘AKMX 3 B’ to ’ wagon ‘RKMX 3 S’.

AKMX 4

21.05.1994 Reclassified from wagon ‘AKMX 4 K’ to ’ wagon ‘RKMX 4 E’.

AKMX 5

26.06.1994 Reclassified from wagon ‘AKMX 5 T’ to ’ wagon ‘RKMX 5 N’.

AKMX 6

27.06.1994 Reclassified from wagon ‘AKMX 6 F’ to ’ wagon ‘RKMX 6 W’.

AKMX 7

16.06.1994 Reclassified from wagon ‘AKMX 7 Y’ to ’ wagon ‘RKMX 7 X’.

2.70 Wagon classification starting with ‘AKN’

AKNF 2202

21.05.1994 Reclassified from wagon ‘AKNF 2202 S’ to ’ wagon ‘RKNF 2202 M’.

AKNF 2203

11.05.1994 Reclassified from wagon ‘AKNF 2203 E’ to ’ wagon ‘RKNF 2203 V’.

AKNF 2204

12.06.1994 Reclassified from wagon ‘AKNF 2204 N’ to ’ wagon ‘RKNF 2204 H’.

AKNF 2205

21.05.1994 Reclassified from wagon ‘AKNF 2205 W’ to ’ wagon ‘RKNF 2205 Q’.

AKNF 2206

06.06.1994 Reclassified from wagon ‘AKNF 2206 X’ to ’ wagon ‘RKNF 2206 C’.
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AKNF 2207

14.06.1994 Reclassified from wagon ‘AKNF 2207 R’ to ’ wagon ‘RKNF 2207 L’.

AKNF 2208

27.06.1994 Reclassified from wagon ‘AKNF 2208 D’ to ’ wagon ‘RKNF 2208 U’.

AKNF 2209

08.06.1994 Reclassified from wagon ‘AKNF 2209 M’ to ’ wagon ‘RKNF 2209 G’.

AKNF 2210

24.08.1994 Reclassified from wagon ‘AKNF 2210 X’ to ’ wagon ‘RKNF 2210 C’.

AKNF 2211

01.08.1994 Reclassified from wagon ‘AKNF 2211 R’ to ’ wagon ‘RKNF 2211 L’.

2.71 Wagon classification starting with ‘AKO’

AKOX 4

04.05.1994 Reclassified from wagon ‘AKOX 4 Q’ to ’ wagon ‘RKOX 4 K’.

AKOX 9

04.06.1994 Reclassified from wagon ‘AKOX 9 P’ to ’ wagon ‘RKOX 9 J’.

AKOX 15

05.06.1994 Reclassified from wagon ‘AKOX 15 K’ to ’ wagon ‘RKOX 15 E’.

AKOX 16

01.08.1991 Reclassified from wagon ‘AKOX 16 T’ to ’ wagon ‘AKJY 16 X’.

AKOX 18

07.06.1994 Reclassified from wagon ‘AKOX 18 Y’ to ’ wagon ‘RKOX 18 X’.

AKOX 20

19.06.1992 Reclassified from wagon ‘AKOX 20 T’ to ’ wagon ‘AKJY 20 X’.

AKOX 22

29.06.1994 Reclassified from wagon ‘AKOX 22 Y’ to ’ wagon ‘RKOX 22 X’.
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AKOX 24

28.05.1994 Reclassified from wagon ‘AKOX 24 J’ to ’ wagon ‘RKOX 24 D’.

AKOX 26

18.07.1994 Reclassified from wagon ‘AKOX 26 E’ to ’ wagon ‘RKOX 26 V’.

AKOX 28

21.05.1994 Reclassified from wagon ‘AKOX 28 W’ to ’ wagon ‘RKOX 28 Q’.

AKOX 1986

17.07.1994 Reclassified from wagon ‘AKOX 1986 G’ to ’ wagon ‘RKOX 1986 A’.

AKOX 2175

30.05.1994 Reclassified from wagon ‘AKOX 2175 X’ to ’ wagon ‘RKOX 2175 C’.

AKOX 2631

19.10.1994 Reclassified from wagon ‘AKOX 2631 V’ to ’ wagon ‘RKOX 2631 P’.

AKOX 4000

06.09.1994 Reclassified from wagon ‘AKOX 4000 E’ to ’ wagon ‘RKOX 4000 V’.

AKOX 4012

04.06.1994 Reclassified from wagon ‘AKOX 4012 H’ to ’ wagon ‘RKOX 4012 B’.

AKOX 4037

07.05.1992 Reclassified from wagon ‘AKOX 4037 W’ to ’ wagon ‘AKJY 4037 L’.

AKOX 4039

03.05.1994 Reclassified from wagon ‘AKOX 4039 R’ to ’ wagon ‘RKOX 4039 L’.

AKOX 4048

11.06.1994 Reclassified from wagon ‘AKOX 4048 Q’ to ’ wagon ‘RKOX 4048 K’.

AKOX 4052

15.06.1994 Reclassified from wagon ‘AKOX 4052 Q’ to ’ wagon ‘RKOX 4052 K’.

AKOX 4055

15.06.1994 Reclassified from wagon ‘AKOX 4055 U’ to ’ wagon ‘RKOX 4055 Y’.
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AKOX 4057

21.04.1994 Reclassified from wagon ‘AKOX 4057 P’ to ’ wagon ‘RKOX 4057 J’.

AKOX 4059

07.11.1994 Reclassified from wagon ‘AKOX 4059 K’ to ’ wagon ‘RKOX 4059 E’.

AKOX 4068

21.06.1994 Reclassified from wagon ‘AKOX 4068 J’ to ’ wagon ‘RKOX 4068 D’.

AKOX 4072

02.11.1994 Reclassified from wagon ‘AKOX 4072 J’ to ’ wagon ‘RKOX 4072 D’.

AKOX 4074

15.07.1994 Reclassified from wagon ‘AKOX 4074 E’ to ’ wagon ‘RKOX 4074 V’.

AKOX 4079

11.06.1994 Reclassified from wagon ‘AKOX 4079 D’ to ’ wagon ‘RKOX 4079 U’.

AKOX 4090

21.05.1994 Reclassified from wagon ‘AKOX 4090 H’ to ’ wagon ‘RKOX 4090 B’.

AKOX 4095

14.07.1994 Reclassified from wagon ‘AKOX 4095 G’ to ’ wagon ‘RKOX 4095 A’.

AKOX 4099

04.06.1994 Reclassified from wagon ‘AKOX 4099 T’ to ’ wagon ‘RKOX 4099 N’.

AKOX 4102

03.05.1994 Reclassified from wagon ‘AKOX 4102 G’ to ’ wagon ‘RKOX 4102 A’.

AKOX 4141

04.06.1994 Reclassified from wagon ‘AKOX 4141 G’ to ’ wagon ‘RKOX 4141 A’.

AKOX 4164

04.06.1994 Reclassified from wagon ‘AKOX 4164 D’ to ’ wagon ‘RKOX 4164 U’.

AKOX 4167

15.06.1994 Reclassified from wagon ‘AKOX 4167 H’ to ’ wagon ‘RKOX 4167 B’.
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2.72 Wagon classification starting with ‘AKP’

AKPY 2281

22.10.1993 Reclassified from wagon ‘AKPY 2281 R’ to ’ wagon ‘AKJY 2281 W’.

AKPY 2519

19.10.1993 Reclassified from wagon ‘AKPY 2519 X’ to ’ wagon ‘AKJY 2519 N’.

2.73 Wagon classification starting with ‘AKR’

AKRF 1597

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRF 1597 Y’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1990 Repair ‘END BRAKE COCK’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Repair ‘TOP CENTRE PLATE’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRF 1597 Y’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘TRAIN PIPE’.
16.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRF 1597 Y’
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘VEHICLE RECLASSIFY’.
31.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRF 1597 Y’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE CONTROL PIPE’.
09.04.1992 Repair ‘SIDE BEARER’.
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09.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRF 1597 Y’
13.11.1992 Repair ‘STANCHION’.
24.11.1992 Alteration complete ‘MANUFACTURE STANCHION SECURING BRACKET

(ITEM 7 DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A
17MM HOLE THROUGH WEB PLATE OF STANCHION AND SECURE
STANCHION TO SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14
DRG W1-116). AKRF ALL. (RS4749)’.

08.01.1993 Repair ‘TOP CENTRE PLATE’.
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

03.08.1993 Repair ‘STANCHION’.
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE BLOCK RB95’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘VEHICLE RENUMBERED’.

AKRF 1600

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE RECLASSIFY’.
28.11.1989 Repair ‘VEHICLE STENCILS’.
28.11.1989 Repair ‘WHEEL SET’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFRF 1600 B’
03.07.1990 Repair ‘BODY COMPLETE’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE LEVER’.
31.07.1990 Repair ‘BRAKE PULL ROD’.
31.07.1990 Repair ‘BRANCH PIPE’.
31.07.1990 Repair ‘TRAIN PIPE (END)’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
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HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘STANCHION’.
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BEARERS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1993 Repair ‘TRAIN PIPE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘END BRAKE COCK’.
05.05.1994 Repair ‘END HOSE’.
05.05.1994 Repair ‘TRAIN PIPE (END)’.

AKRF 1603

26.06.1994 Reclassified from wagon ‘AKRF 1603 P’ to ’ wagon ‘RKRF 1603 J’.

AKRF 1616

31.05.1994 Reclassified from wagon ‘AKRF 1616 E’ to ’ wagon ‘RKRF 1616 V’.

AKRF 1619

02.06.1994 Reclassified from wagon ‘AKRF 1619 X’ to ’ wagon ‘RKRF 1619 C’.

AKRF 1626

10.05.1994 Reclassified from wagon ‘AKRF 1626 M’ to ’ wagon ‘RKRF 1626 G’.
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AKRF 1632

08.06.1994 Reclassified from wagon ‘AKRF 1632 H’ to ’ wagon ‘RKRF 1632 B’.

AKRF 1633

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘VEHICLE COMPLETE’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1991 Repair ‘EMPTY LOAD VALVE’.
31.07.1991 Repair ‘GRADE CONTROL VALVE’.
31.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘WHEEL SET’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1992 Repair ‘END BOARDS’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1992 Repair ‘END BOARDS’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘BRAKE PULL ROD’.
02.02.1993 Repair ‘BRANCH PIPE’.
02.02.1993 Repair ‘EMPTY LOAD VALVE’.
02.02.1993 Repair ‘END BRAKE COCK’.
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02.02.1993 Repair ‘END HOSE’.
02.02.1993 Repair ‘TRAIN PIPE (END)’.
02.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BEARERS’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘END COMPLETE’.
25.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

17.05.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1634

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘VEHICLE RECLASSIFY’.
01.07.1989 Repair ‘VEHICLE STENCILS’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFRF 1634 P’
04.07.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘END BOARDS’.
03.09.1990 Repair ‘YOKE PIN’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘BOGIE COMPLETE’.
04.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.04.1992 Repair ‘SIDE BEARER’.
04.04.1992 Repair ‘TRAIN PIPE (END)’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘COUPLER COMPLETE’.
27.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

04.05.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1993 Repair ‘TOP CENTRE PLATE’.
04.08.1993 Repair ‘TRAIN PIPE’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
15.10.1993 Repair ‘FLOOR BOARDS’.
25.10.1993 Repair ‘END BOARDS’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘SIDE BEARER’.
24.11.1993 Repair ‘TRAIN PIPE’.
24.11.1993 Repair ‘UNDERFRAME COMPLETE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1635

31.05.1994 Reclassified from wagon ‘AKRF 1635 L’ to ’ wagon ‘RKRF 1635 F’.

AKRF 1658

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

03.08.1990 Repair ‘STRIKING CASTING’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRY 1658 F’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Repair ‘WHEEL SET’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFRY 1658 F’
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01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFRY 1658 F’
29.11.1991 Repair ‘STEP’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE COMPLETE’.
07.01.1993 Repair ‘BRAKE LEVER’.
07.01.1993 Repair ‘BRANCH PIPE’.
07.01.1993 Repair ‘SIDE BEARER’.
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BEARINGS’.
09.02.1994 Repair ‘END BOARDS’.
09.02.1994 Repair ‘END BRAKE COCK’.
09.02.1994 Repair ‘TRAIN PIPE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1661

10.05.1994 Reclassified from wagon ‘AKRF 1661 W’ to ’ wagon ‘RKRF 1661 Q’.

AKRF 1662

01.06.1994 Reclassified from wagon ‘AKRF 1662 X’ to ’ wagon ‘RKRF 1662 C’.

AKRF 1666

14.01.1988 Alteration complete ‘RECLASSIFY AFRY TO AFRF - REFER RS4231
(RS3030)’. New class: ‘AFRF’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1990 Repair ‘BRAKE ADJUSTING LEVER’.
15.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
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15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFRF 1666 L’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘VEHICLE RECLASSIFY’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFRF 1666 L’
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.03.1990 Repair ‘TOP CENTRE PLATE’.
14.03.1990 Repair ‘YOKE COMPLETE’.
17.08.1990 Repair ‘STEP’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1992 Repair ‘BRAKE PULL ROD’.
04.08.1992 Repair ‘BRANCH PIPE’.
04.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.08.1992 Repair ‘TRAIN PIPE’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE LEVER’.
02.04.1993 Repair ‘COUPLER COMPLETE’.
02.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1993 Repair ‘END BOARDS’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.
02.04.1993 Repair ‘WHEEL SET’.
02.04.1993 Repair ‘YOKE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1994 Repair ‘TRAIN PIPE (END)’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1750

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

15.01.1990 Repair ‘HANDRAILS END’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRY 1750 J’
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
24.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFRY 1750 J’
12.04.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘TOP CENTRE PLATE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘SIDE STEP’.
28.04.1992 Repair ‘END BOARDS’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1992 Repair ‘STEP’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.11.1992 Repair ‘COUPLER COMPLETE’.
23.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.11.1992 Repair ‘END BOARDS’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7
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DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BODY COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE PULL ROD’.
03.03.1993 Repair ‘BRANCH PIPE’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.03.1993 Repair ‘DRAFT GEAR POCKET’.
03.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘SIDE BEARER’.
03.03.1993 Repair ‘TRAIN PIPE’.
03.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Repair ‘YOKE COMPLETE’.
03.03.1993 Repair ‘YOKE FOLLOWER’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘SIDE BEARER’.
17.09.1993 Repair ‘TRAIN PIPE’.
17.09.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1752

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFRF 1752 U’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.

2098



2.73. Wagon classification starting with ‘AKR’

11.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1990 Repair ‘VEHICLE RECLASSIFY’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFRF 1752 U’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘VEHICLE COMPLETE’.
30.01.1991 Repair ‘VEHICLE STENCILS’.
31.10.1991 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Alteration complete ‘MANUFACTURE STANCHION SECURING BRACKET

(ITEM 7 DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A
17MM HOLE THROUGH WEB PLATE OF STANCHION AND SECURE
STANCHION TO SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14
DRG W1-116). AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BRAKE BLOCK RB95’.
16.02.1993 Repair ‘END BOARDS’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

17.06.1993 Repair ‘STANCHION’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1763

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1990 Repair ‘STANCHION’.
22.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1990 Repair ‘COUPLER KNUCKLE’.
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22.10.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘TRAIN PIPE (END)’.
19.12.1991 Repair ‘TRANSOM’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BRAKE LEVER’.
26.08.1992 Repair ‘TRAIN PIPE’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Repair ‘WHEEL SET’.
29.09.1992 Repair ‘END BOARDS’.
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.07.1993 Repair ‘BRAKE CONTROL PIPE’.
20.07.1993 Repair ‘END BOARDS’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BOGIE COMPLETE’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘COUPLER KNUCKLE’.
10.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1993 Repair ‘TOP CENTRE PLATE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘YOKE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.

AKRF 1775

25.05.1994 Reclassified from wagon ‘AKRF 1775 E’ to ’ wagon ‘RKRF 1775 V’.

AKRF 1834

08.06.1994 Reclassified from wagon ‘AKRF 1834 Q’ to ’ wagon ‘RKRF 1834 K’.
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AKRF 3177

08.06.1994 Reclassified from wagon ‘AKRF 3177 P’ to ’ wagon ‘RKRF 3177 J’.

AKRF 3227

26.06.1994 Reclassified from wagon ‘AKRF 3227 F’ to ’ wagon ‘RKRF 3227 W’.

AKRF 3262

08.06.1994 Reclassified from wagon ‘AKRF 3262 P’ to ’ wagon ‘RKRF 3262 J’.

2.74 Wagon classification starting with ‘AKS’

AKSY 7001

27.10.1994 Reclassified from wagon ‘AKSY 7001 B’ to ’ wagon ‘RKSY 7001 S’.

AKSY 7002

08.07.1996 Reclassified from wagon ‘AKSY 7002 K’ to ’ wagon ‘RKSY 7002 E’.

2.75 Wagon classification starting with ‘AKT’

AKTX 2884

29.09.1992 Reclassified from wagon ‘AKTX 2884 C’ to ’ wagon ‘AKTY 2884 G’.

AKTY 2278

16.09.1994 Reclassified from wagon ‘AKTY 2278 P’ to ’ wagon ‘RKTF 2278 C’.

AKTY 2884

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

06.02.1990 Repair ‘STEP’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKTX 2884 C’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRAKE BLOCK RB101’.
23.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Repair ‘END BRAKE COCK’.
23.04.1990 Repair ‘END HOSE’.
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23.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘STEP’.
23.04.1990 Repair ‘VEHICLE COMPLETE’.
23.04.1990 Repair ‘VEHICLE RECLASSIFY’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKTX 2884 C’
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1990 Repair ‘COUPLER KNUCKLE’.
21.05.1990 Repair ‘DOOR COMPLETE’.
21.05.1990 Repair ‘DOOR HINGES AND PINS’.
21.05.1990 Repair ‘EMPTY LOAD VALVE’.
21.05.1990 Repair ‘GRADE CONTROL VALVE’.
21.05.1990 Repair ‘LASHING POINT’.
21.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1990 Repair ‘SIDE COMPLETE’.
21.05.1990 Repair ‘WHEEL SET’.
21.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKTX 2884 C’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

13.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTX 2884 C’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Repair ‘BRAKE PULL ROD’.
20.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTX 2884 C’
26.09.1990 Repair ‘VEHICLE COMPLETE’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
26.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTX 2884 C’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘BRANCH PIPE’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTX 2884 C’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

25.11.1991 Repair ‘DOOR HINGES AND PINS’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTX 2884 C’
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28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Repair ‘YOKE CARRIER’.
28.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTX 2884 C’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COUPLER KNUCKLE’.
14.02.1992 Repair ‘DOOR FRAME’.
14.02.1992 Repair ‘DOOR LOCK MECHANISM’.
14.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘YOKE CARRIER’.
14.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTX 2884 C’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘END COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Repair ‘TOP CENTRE PLATE’.
29.09.1992 Repair ‘VEHICLE RECLASSIFY’.
29.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTX 2884 C’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘DOOR LOCK MECHANISM’.
16.04.1993 Repair ‘DOOR OPENING MECHANISM’.
16.04.1993 Repair ‘DOOR OPENING MECHANISM’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘WHEEL SET’.
27.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
11.04.1994 Alteration ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘. (NRC061)’.

New class: ‘RKTY’.

AKTY 4146

31.08.1994 Reclassified from wagon ‘AKTY 4146 B’ to ’ wagon ‘RKTF 4146 L’.
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2.76 Wagon classification starting with ‘ALB’

ALBF 1208

14.01.1988 Alteration complete ‘RECLASSIFY ALBY TO ALBF - REFER RS4231
(RS3016)’. New class: ‘ALBF’.

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALBF 1211

14.01.1988 Alteration complete ‘RECLASSIFY ALBY TO ALBF - REFER RS4231
(RS3016)’. New class: ‘ALBF’.

22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALBY 1211 H’
23.09.1991 Repair ‘VEHICLE RECLASSIFY’.
23.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALBY 1211 H’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALBF 1212

14.01.1988 Alteration complete ‘RECLASSIFY ALBY TO ALBF - REFER RS4231
(RS3016)’. New class: ‘ALBF’.

18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALBY 1212 Q’
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALBF 1213

06.06.1990 Reclassified from wagon ‘ALBF 1213 S’ to ’ wagon ‘AZFF 1213 M’.

ALBF 1215

14.01.1988 Alteration complete ‘RECLASSIFY ALBY TO ALBF - REFER RS4231
(RS3016)’. New class: ‘ALBF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALBF 1216

14.01.1988 Alteration complete ‘RECLASSIFY ALBY TO ALBF - REFER RS4231
(RS3016)’. New class: ‘ALBF’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘EMPTY LOAD VALVE’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALBY 1216 G’
12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ALBY 1216 G’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALBY 1207

01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ALBY 1208

02.03.1988 Reclassified from wagon ‘ALBY 1208 Q’ to ’ wagon ‘ALBF 1208 J’.

ALBY 1211

23.09.1991 Reclassified from wagon ‘ALBY 1211 H’ to ’ wagon ‘ALBF 1211 A’.

ALBY 1212

18.10.1991 Reclassified from wagon ‘ALBY 1212 Q’ to ’ wagon ‘ALBF 1212 J’.

ALBY 1214

05.05.1987 Reclassified from wagon ‘ALBY 1214 L’ to ’ wagon ‘ALJY 1214 M’.

ALBY 1215

05.02.1988 Reclassified from wagon ‘ALBY 1215 U’ to ’ wagon ‘ALBF 1215 N’.

ALBY 1216

12.09.1991 Reclassified from wagon ‘ALBY 1216 G’ to ’ wagon ‘ALBF 1216 W’.

2.77 Wagon classification starting with ‘ALC’

ALCF 1399

12.06.1991 Reclassified from wagon ‘ALCF 1399 X’ to ’ wagon ‘AZFF 1399 W’.
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ALCF 1408

23.08.1990 Reclassified from wagon ‘ALCF 1408 D’ to ’ wagon ‘AZFF 1408 R’.

ALCF 1413

14.01.1988 Alteration complete ‘RECLASSIFY ALCY TO ALCF - REFER RS4231
(RS3017)’. New class: ‘ALCF’.

15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCF 1422

14.01.1988 Alteration complete ‘RECLASSIFY ALCY TO ALCF - REFER RS4231
(RS3017)’. New class: ‘ALCF’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘DOOR COMPLETE’.
24.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘VEHICLE STENCILS’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCF 1460

14.01.1988 Alteration complete ‘RECLASSIFY ALCY TO ALCF - REFER RS4231
(RS3017)’. New class: ‘ALCF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCF 1466

14.01.1988 Alteration complete ‘RECLASSIFY ALCY TO ALCF - REFER RS4231
(RS3017)’. New class: ‘ALCF’.

06.05.1992 Repair ‘VEHICLE RECLASSIFY’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ALCY 1466 R’
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCF 1474

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘HANDBRAKE HANDLE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALCF 1475

Details: wagon ‘ALCF 1475 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 142
Date Built: 17.12.1957
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.06.94
BSG Code: DSLZ

Capacity of 46 tonnes

Fleet Grp Code: PZ PB AH
Return to Service Date: 22.12.1993
Last Brake Cylinder: 22.12.1993
Last Single Car Test: 22.12.1993
Last Lift: 29.05.1979

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘BRAKE PULL ROD’.
22.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1993 Repair ‘TRAIN PIPE’.
22.12.1993 Repair ‘UNDERFRAME COMPLETE’.
22.12.1993 Repair ‘VEHICLE COMPLETE’.

ALCF 1476

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALCX 1401

02.09.1989 Repair ‘HANDRAILS END’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘DOOR COMPLETE’.
05.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.06.1990 Repair ‘DOOR COVERING’.
05.06.1990 Repair ‘DOOR LOCK MECHANISM’.
05.06.1990 Repair ‘DOOR ROLLER’.
05.06.1990 Repair ‘DOOR SLIDE RAIL’.
05.06.1990 Repair ‘END BRAKE COCK’.
05.06.1990 Repair ‘END HOSE’.
05.06.1990 Repair ‘END SHEETING’.
05.06.1990 Repair ‘HANDRAILS’.
05.06.1990 Repair ‘HANDRAILS END’.
05.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1990 Repair ‘ROOF SHEET’.
05.06.1990 Repair ‘SIDE SHEET’.
05.06.1990 Repair ‘TRAIN PIPE (END)’.
05.06.1990 Repair ‘TRAIN PIPE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘DOOR COMPLETE’.
22.01.1991 Repair ‘DOOR LOCK MECHANISM’.
22.01.1991 Repair ‘DOOR OPENING MECHANISM’.
22.01.1991 Repair ‘DOOR SLIDE RAIL’.
22.01.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCX 1402

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCX 1406

07.09.1989 Repair ‘DOOR COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCX 1409

30.07.1991 Reclassified from wagon ‘ALCX 1409 P’ to ’ wagon ‘AZFF 1409 D’.

ALCX 1410

02.07.1990 Reclassified from wagon ‘ALCX 1410 L’ to ’ wagon ‘AZFF 1410 W’.
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ALCX 1417

07.09.1989 Repair ‘DOOR COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCX 1464

01.07.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCX 1470

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALCY 1413

02.03.1988 Reclassified from wagon ‘ALCY 1413 T’ to ’ wagon ‘ALCF 1413 M’.

ALCY 1422

09.03.1988 Reclassified from wagon ‘ALCY 1422 S’ to ’ wagon ‘ALCF 1422 L’.

ALCY 1460

09.03.1988 Reclassified from wagon ‘ALCY 1460 J’ to ’ wagon ‘ALCF 1460 C’.

ALCY 1466

06.05.1992 Reclassified from wagon ‘ALCY 1466 R’ to ’ wagon ‘ALCF 1466 K’.

ALCY 1474

20.11.1987 Reclassified from wagon ‘ALCY 1474 H’ to ’ wagon ‘ALCF 1474 A’.

ALCY 1475

27.11.1987 Reclassified from wagon ‘ALCY 1475 Q’ to ’ wagon ‘ALCF 1475 J’.

ALCY 1476

20.11.1987 Reclassified from wagon ‘ALCY 1476 C’ to ’ wagon ‘ALCF 1476 S’.

2.78 Wagon classification starting with ‘ALD’

ALDF 1505

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘WEAR PLATES & SADDLES’.
03.09.1991 Repair ‘DOOR OPENING MECHANISM’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDF 1509

Details: wagon ‘ALDF 1509 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 143
Date Built: 30.05.1958
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 28.08.93
BSG Code: DSLZ

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: PB PZ AH
Return to Service Date: 07.06.1996
Due Triple Valve: 06.05.1993
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 06.05.1992
Last Lift: 02.09.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALDY TO ALDF - REFER RS4231
(RS3018)’. New class: ‘ALDF’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
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20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.

ALDF 1510

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDF 1513

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALDY TO ALDF - REFER RS4231
(RS3018)’. New class: ‘ALDF’.

ALDF 1515

06.06.1990 Reclassified from wagon ‘ALDF 1515 R’ to ’ wagon ‘AZFF 1515 F’.

ALDF 1517

14.01.1988 Alteration complete ‘RECLASSIFY ALDY TO ALDF - REFER RS4231
(RS3018)’. New class: ‘ALDF’.

09.04.1990 Repair ‘HANDRAILS’.
09.04.1990 Repair ‘VEHICLE RECLASSIFY’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALDY 1517 T’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK OTHER’.
23.05.1990 Repair ‘BRAKE PULL ROD’.
23.05.1990 Repair ‘BRANCH PIPE’.
23.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1990 Repair ‘TRAIN PIPE (END)’.
30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDF 1525

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALDY TO ALDF - REFER RS4231
(RS3018)’. New class: ‘ALDF’.
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22.01.1990 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘STEP’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BRAKE PULL ROD’.
14.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDX 1514

15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDX 1519

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDY 1505

25.11.1987 Reclassified from wagon ‘ALDY 1505 Q’ to ’ wagon ‘ALDF 1505 J’.

ALDY 1508

08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1991 Repair ‘BOGIE COMPLETE’.
08.08.1991 Repair ‘BRAKE PULL ROD’.
08.08.1991 Repair ‘BRANCH PIPE’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.08.1991 Repair ‘SIDE BEARER’.
08.08.1991 Repair ‘TOP CENTRE PLATE’.
08.08.1991 Repair ‘YOKE COMPLETE’.
02.09.1991 Repair ‘DOOR LOCK MECHANISM’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALDY 1509

16.09.1988 Reclassified from wagon ‘ALDY 1509 G’ to ’ wagon ‘ALDF 1509 W’.

ALDY 1510

06.11.1987 Reclassified from wagon ‘ALDY 1510 C’ to ’ wagon ‘ALDF 1510 S’.
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ALDY 1513

02.03.1988 Reclassified from wagon ‘ALDY 1513 G’ to ’ wagon ‘ALDF 1513 W’.

ALDY 1517

09.04.1990 Reclassified from wagon ‘ALDY 1517 T’ to ’ wagon ‘ALDF 1517 M’.

ALDY 1522

05.05.1987 Reclassified from wagon ‘ALDY 1522 F’ to ’ wagon ‘ALJY 1522 A’.

ALDY 1525

09.03.1988 Reclassified from wagon ‘ALDY 1525 J’ to ’ wagon ‘ALDF 1525 C’.

2.79 Wagon classification starting with ‘ALE’

ALEX 1926

26.01.1989 Reclassified from wagon ‘ALEX 1926 W’ to ’ wagon ‘AQEY 1926 N’.

2.80 Wagon classification starting with ‘ALF’

ALFF 1

15.02.1990 Reclassified from wagon ‘ALFF 1 H’ to ’ wagon ‘AZLF 1 H’.

ALFF 2

17.05.1989 Reclassified from wagon ‘ALFF 2 Q’ to ’ wagon ‘AZLF 2 Q’.

ALFF 3

17.05.1989 Reclassified from wagon ‘ALFF 3 C’ to ’ wagon ‘AZLF 3 C’.

ALFF 4

21.06.1989 Reclassified from wagon ‘ALFF 4 L’ to ’ wagon ‘AZLL 4 M’.

ALFF 5

15.02.1990 Reclassified from wagon ‘ALFF 5 U’ to ’ wagon ‘AZLF 5 U’.

ALFF 6

Details: wagon ‘ALFF 6 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 25.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 28.08.93
BSG Code: FBLZ

Capacity of 33.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB UZ AH
Return to Service Date: 20.08.1993
Due Triple Valve: 10.05.1990
Last Brake Cylinder: 07.04.1988
Last Lift: 19.02.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALFF 7

15.02.1990 Reclassified from wagon ‘ALFF 7 P’ to ’ wagon ‘AZLF 7 P’.

ALFF 8

15.02.1990 Reclassified from wagon ‘ALFF 8 B’ to ’ wagon ‘AZLF 8 B’.

ALFF 9

15.02.1990 Reclassified from wagon ‘ALFF 9 K’ to ’ wagon ‘AZLF 9 K’.

ALFF 10

21.06.1989 Reclassified from wagon ‘ALFF 10 G’ to ’ wagon ‘AZLL 10 H’.

ALFF 11

05.09.1989 Reclassified from wagon ‘ALFF 11 P’ to ’ wagon ‘AZLF 11 P’.
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ALFF 12

01.08.1991 Reclassified from wagon ‘ALFF 12 B’ to ’ wagon ‘AZLF 12 B’.

ALFF 13

31.05.1989 Reclassified from wagon ‘ALFF 13 K’ to ’ wagon ‘AZLF 13 K’.

ALFF 14

31.05.1989 Reclassified from wagon ‘ALFF 14 T’ to ’ wagon ‘AZLF 14 T’.

ALFF 15

02.06.1989 Reclassified from wagon ‘ALFF 15 F’ to ’ wagon ‘AZLF 15 F’.

ALFF 16

16.06.1989 Reclassified from wagon ‘ALFF 16 Y’ to ’ wagon ‘AZLF 16 Y’.

ALFF 17

16.06.1989 Reclassified from wagon ‘ALFF 17 A’ to ’ wagon ‘AZLF 17 A’.

ALFF 18

16.06.1989 Reclassified from wagon ‘ALFF 18 J’ to ’ wagon ‘AZLF 18 J’.

ALFF 19

16.06.1989 Reclassified from wagon ‘ALFF 19 S’ to ’ wagon ‘AZLF 19 S’.

ALFF 21

16.06.1989 Reclassified from wagon ‘ALFF 21 A’ to ’ wagon ‘AZLF 21 A’.

ALFF 24

24.07.1989 Reclassified from wagon ‘ALFF 24 E’ to ’ wagon ‘AZLF 24 E’.

ALFF 25

13.10.1989 Reclassified from wagon ‘ALFF 25 N’ to ’ wagon ‘AZLF 25 N’.

ALFY 6

17.09.1987 Reclassified from wagon ‘ALFY 6 N’ to ’ wagon ‘ALFF 6 G’.

ALFY 20

16.06.1989 Reclassified from wagon ‘ALFY 20 V’ to ’ wagon ‘AZLF 20 Y’.
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ALFY 22

07.07.1989 Reclassified from wagon ‘ALFY 22 Q’ to ’ wagon ‘AZLF 22 J’.

ALFY 23

07.07.1989 Reclassified from wagon ‘ALFY 23 C’ to ’ wagon ‘AZLF 23 S’.

ALFY 46

20.09.1991 Reclassified from wagon ‘ALFY 46 W’ to ’ wagon ‘AZLF 46 P’.

2.81 Wagon classification starting with ‘ALG’

ALGX 1

14.09.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Repair ‘BRANCH PIPE’.
03.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.10.1989 Repair ‘END HOSE’.
03.10.1989 Repair ‘HANDBRAKE HANDLE’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.02.1991 Repair ‘FLOOR SHEETING’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
17.06.1991 Repair ‘HANDRAILS END’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘DOOR COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 2

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BOLSTER’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘BRAKE PULL ROD’.
05.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.07.1989 Repair ‘BRAKE SPRING’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘DOOR COMPLETE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
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05.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘DOOR LOCK MECHANISM’.
21.08.1989 Repair ‘DOOR ROLLER’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘FLOOR SHEETING’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘DOOR COMPLETE’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘DOOR COMPLETE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘END BRAKE COCK’.
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘DOOR COMPLETE’.
09.02.1991 Repair ‘EMPTY LOAD VALVE’.
09.02.1991 Repair ‘GRADE CONTROL VALVE’.
09.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1991 Repair ‘VEHICLE COMPLETE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘DOOR COMPLETE’.
04.04.1991 Repair ‘DOOR LOCK MECHANISM’.
06.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1991 Repair ‘BOGIE COMPLETE’.
06.07.1991 Repair ‘COUPLER KNUCKLE’.
06.07.1991 Repair ‘DOOR COMPLETE’.
06.07.1991 Repair ‘FLOOR COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 3

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘END BRAKE COCK’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
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06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘END BRAKE COCK’.
07.07.1989 Repair ‘ISOLATING COCK’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘DOOR COMPLETE’.
27.02.1991 Repair ‘EMPTY LOAD VALVE’.
27.02.1991 Repair ‘FLOOR COMPLETE’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1991 Repair ‘STEP’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘FLOOR BOARDS’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 4

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
08.11.1989 Repair ‘DOOR COVERING’.
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Repair ‘SIDE SHEET’.
08.11.1989 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 5

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 6

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘DOOR LOCK MECHANISM’.
01.08.1989 Repair ‘DOOR SLIDE RAIL’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 7

25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘DOOR COMPLETE’.
25.02.1991 Repair ‘DOOR LOCK MECHANISM’.
25.02.1991 Repair ‘DOOR OPENING MECHANISM’.
25.02.1991 Repair ‘DOOR ROLLER’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.08.1993 Repair ‘VEHICLE SOLD’.

ALGX 8

12.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘FLOOR COMPLETE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
24.12.1990 Repair ‘HANDRAILS END’.
11.06.1991 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘VEHICLE STENCILS’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘FLOOR COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 9

Details: wagon ‘ALGX 9 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 20.02.1968
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.12.92
BSG Code: FXLZ
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Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 07.02.1994
Last Lift: 09.12.1983

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.09.1989 Repair ‘DOOR COMPLETE’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1989 Repair ‘SIDE SHEET’.
06.09.1989 Repair ‘TRAIN PIPE’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ALGX 10

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘SIDE BEARER’.
18.09.1989 Repair ‘STEP’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
28.05.1990 Repair ‘DOOR FRAME’.
28.05.1990 Repair ‘DOOR LOCK MECHANISM’.
28.05.1990 Repair ‘DOOR SLIDE RAIL’.
28.05.1990 Repair ‘SIDE SHEET’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘DOOR OPENING MECHANISM’.
02.01.1991 Repair ‘DOOR ROLLER’.
02.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1991 Repair ‘SIDE BEARER’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 11

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1989 Repair ‘BRAKE PIN’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘DOOR OPENING MECHANISM’.
14.09.1989 Repair ‘DOOR SLIDE RAIL’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘HANDRAILS’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘DOOR LOCK MECHANISM’.
04.04.1990 Repair ‘DOOR ROLLER’.
04.04.1990 Repair ‘HANDRAILS END’.
28.09.1990 Repair ‘HANDRAILS END’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1990 Repair ‘BRAKE LEVER’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Repair ‘DOOR SLIDE RAIL’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
14.09.1991 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 12

16.11.1989 Repair ‘DOOR COMPLETE’.
16.11.1989 Repair ‘DOOR LOCK MECHANISM’.
16.11.1989 Repair ‘DOOR OPENING MECHANISM’.
16.11.1989 Repair ‘DOOR ROLLER’.
16.11.1989 Repair ‘HANDRAILS’.
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Repair ‘SIDE MEMBER’.
16.11.1989 Repair ‘SIDE SHEET’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
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22.11.1989 Repair ‘VEHICLE COMPLETE’.
22.11.1989 Repair ‘VEHICLE STENCILS’.
07.06.1991 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘DOOR COMPLETE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘END SHEETING’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘DOOR COMPLETE’.
01.07.1991 Repair ‘DOOR ROLLER’.
01.07.1991 Repair ‘SIDE SHEET’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘END BOARDS’.
29.07.1991 Repair ‘SIDE BOARDS’.
29.07.1991 Repair ‘SIDE BOARDS’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘TRAIN PIPE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.12.1992 Repair ‘STEP’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 13

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘TRAIN PIPE’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘DOOR COMPLETE’.
07.02.1990 Repair ‘DOOR LOCK MECHANISM’.
07.02.1990 Repair ‘DOOR OPENING MECHANISM’.
07.02.1990 Repair ‘DOOR ROLLER’.
07.02.1990 Repair ‘DOOR SLIDE RAIL’.
07.02.1990 Repair ‘ROOF SHEET’.
08.02.1990 Repair ‘DOOR OPENING MECHANISM’.
08.02.1990 Repair ‘DOOR SLIDE RAIL’.
08.02.1990 Repair ‘ROOF COMPLETE’.
06.03.1990 Repair ‘FLOOR BOARDS’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘DOOR LOCK MECHANISM’.
12.03.1991 Repair ‘DOOR SLIDE RAIL’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
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12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 14

Details: wagon ‘ALGX 14 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 26.02.1968
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 07.04.1993
Due Triple Valve: 20.08.1988
Last Single Car Test: 14.04.1993
Last Lift: 01.05.1984

18.10.1989 Repair ‘DOOR COVERING’.
18.10.1989 Repair ‘END SHEETING’.
18.10.1989 Repair ‘UNDERFRAME COMPLETE’.
25.10.1989 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘DOOR COMPLETE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘GRADE CONTROL VALVE’.

ALGX 15

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 16

28.11.1989 Repair ‘DOOR COMPLETE’.
28.11.1989 Repair ‘DOOR LOCK MECHANISM’.
28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘DOOR ROLLER’.
28.11.1989 Repair ‘DOOR SLIDE RAIL’.
28.11.1989 Repair ‘END SHEETING’.
28.11.1989 Repair ‘HANDRAILS’.
28.11.1989 Repair ‘SIDE SHEET’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘TRAIN PIPE’.
04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘FLOOR BOARDS’.
11.06.1991 Repair ‘YOKE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 18

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘FLOOR BOARDS’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Repair ‘TRAIN PIPE (END)’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 19

Details: wagon ‘ALGX 19 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 12.01.1970
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB UV WB SV
Return to Service Date: 05.02.1993
Last Brake Cylinder: 27.06.1991
Last Single Car Test: 18.11.1988
Last Lift: 12.07.1984

27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘TOP CENTRE PLATE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.02.1993 Repair ‘DOOR ROLLER’.
05.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ALGX 20

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘HANDRAILS’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘DOOR COMPLETE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘SIDE BEARER’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘FLOOR BOARDS’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
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22.03.1990 Repair ‘VEHICLE COMPLETE’.
25.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘DOOR COVERING’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1991 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘END HOSE’.
29.05.1992 Repair ‘ISOLATING COCK’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 21

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘BRAKE LEVER’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘DOOR COMPLETE’.
28.08.1989 Repair ‘DOOR SEAL’.
28.08.1989 Repair ‘DOOR SLIDE RAIL’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Repair ‘STEP’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘TRAIN PIPE (END)’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘DOOR COMPLETE’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘DOOR LOCK MECHANISM’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘FLOOR COMPLETE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
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04.07.1991 Repair ‘FLOOR COMPLETE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 22

18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 23

23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘FLOOR BOARDS’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1992 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 24

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BRAKE PULL ROD’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1990 Repair ‘HANDRAILS END’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘DOOR COMPLETE’.
14.03.1990 Repair ‘DOOR LOCK MECHANISM’.
14.03.1990 Repair ‘DOOR OPENING MECHANISM’.
14.03.1990 Repair ‘EMPTY LOAD VALVE’.
14.03.1990 Repair ‘GRADE CONTROL VALVE’.
14.03.1990 Repair ‘STEP’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
19.05.1990 Repair ‘HANDRAILS’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘DOOR COMPLETE’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘DOOR SLIDE RAIL’.
18.10.1990 Repair ‘HANDRAILS’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
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09.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1991 Repair ‘BRAKE PULL ROD’.
09.11.1991 Repair ‘DOOR LOCK MECHANISM’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 26

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRANCH PIPE’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘DOOR COMPLETE’.
29.08.1990 Repair ‘DOOR ROLLER’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1990 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 27

21.07.1989 Repair ‘DOOR COMPLETE’.
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘BRANCH PIPE’.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘STEP’.
22.09.1989 Repair ‘WHEEL SET’.
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘CARD OR CLIP HOLDER’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘HANDRAILS END’.
08.11.1991 Repair ‘WHEEL SET’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 28

Details: wagon ‘ALGX 28 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 01.04.1968
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.12.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Fleet Grp Code: AB WB SV
Return to Service Date: 03.12.1992
Last Lift: 31.08.1982

03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALGX 29

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘DOOR COMPLETE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘DOOR COMPLETE’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 30

28.11.1989 Repair ‘DOOR COVERING’.
28.11.1989 Repair ‘DOOR LOCK MECHANISM’.
28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘DOOR ROLLER’.
28.11.1989 Repair ‘END FRAME MEMBER’.
28.11.1989 Repair ‘END SHEETING’.
28.11.1989 Repair ‘HANDRAILS END’.
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28.11.1989 Repair ‘SIDE SHEET’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 31

30.10.1989 Repair ‘DOOR COMPLETE’.
30.10.1989 Repair ‘END SHEETING’.
30.10.1989 Repair ‘SIDE SHEET’.
30.10.1989 Repair ‘STEP’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘STEP’.
30.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1990 Repair ‘DOOR COMPLETE’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘END HOSE’.
20.03.1992 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 32

Details: wagon ‘ALGX 32 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 08.04.1968
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Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 24.10.1992
Due Triple Valve: 15.07.1988
Last Brake Cylinder: 28.06.1989
Last Single Car Test: 19.07.1988
Last Lift: 01.06.1984

02.03.1991 Repair ‘STEP’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.03.1991 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALGX 33

19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
19.03.1991 Repair ‘DOOR COMPLETE’.
19.03.1991 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘GRADE CONTROL VALVE’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘STEP’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘COUPLER KNUCKLE’.
07.10.1991 Repair ‘DOOR COMPLETE’.
07.10.1991 Repair ‘EMPTY LOAD VALVE’.
07.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 35

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘FLOOR COMPLETE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘DOOR COMPLETE’.
21.09.1990 Repair ‘DOOR COMPLETE’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘TRAIN PIPE (END)’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘FLOOR BOARDS’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 36

20.10.1989 Repair ‘DOOR COMPLETE’.
20.10.1989 Repair ‘HANDRAILS END’.
20.10.1989 Repair ‘SIDE SHEET’.
08.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1990 Repair ‘COUPLER KNUCKLE’.
08.12.1990 Repair ‘DOOR COMPLETE’.
08.12.1990 Repair ‘EMPTY LOAD VALVE’.
08.12.1990 Repair ‘FLOOR COMPLETE’.
08.12.1990 Repair ‘GRADE CONTROL VALVE’.
08.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1990 Repair ‘STEP’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘DOOR COVERING’.
15.08.1991 Repair ‘ROOF SHEET’.
15.08.1991 Repair ‘SIDE SHEET’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1993 Repair ‘HANDRAILS’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 37

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘FLOOR COMPLETE’.
06.02.1991 Repair ‘SIDE BEARER’.
06.02.1991 Repair ‘STEP’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
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26.03.1991 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 38

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘STEP’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘BRANCH PIPE’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Repair ‘VEHICLE STENCILS’.
11.02.1991 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1993 Repair ‘TRAIN PIPE (END)’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 39

24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1990 Repair ‘DOOR COMPLETE’.
24.03.1990 Repair ‘DOOR OPENING MECHANISM’.
24.03.1990 Repair ‘HANDRAILS END’.
24.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.06.1990 Repair ‘HANDRAILS END’.
20.06.1990 Repair ‘ROOF SHEET’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
25.09.1990 Repair ‘DOOR COMPLETE’.
28.09.1990 Repair ‘END HOSE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 40

Details: wagon ‘ALGX 40 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 23.04.1968
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.12.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Fleet Grp Code: AB WB SV
Return to Service Date: 09.12.1994
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 16.03.1988
Last Single Car Test: 12.04.1989
Last Lift: 30.03.1983

27.02.1990 Repair ‘HANDRAILS END’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE SPRING’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘DOOR OPENING MECHANISM’.
10.10.1990 Repair ‘DOOR SLIDE RAIL’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE SPRING’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.

ALGX 41

05.04.1990 Repair ‘DOOR COMPLETE’.
10.01.1991 Repair ‘DOOR SLIDE RAIL’.
12.01.1991 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.02.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 42

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘STEP’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘DOOR COMPLETE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘HANDRAILS’.
02.02.1990 Repair ‘DOOR COMPLETE’.
02.02.1990 Repair ‘DOOR LOCK MECHANISM’.
02.02.1990 Repair ‘DOOR OPENING MECHANISM’.
02.02.1990 Repair ‘DOOR ROLLER’.
02.02.1990 Repair ‘STEP’.
08.02.1990 Repair ‘DOOR SLIDE RAIL’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 43

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘DOOR COMPLETE’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘GRADE CONTROL VALVE’.
06.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1990 Repair ‘STEP’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘DOOR COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘DOOR COMPLETE’.
15.11.1991 Repair ‘FLOOR COMPLETE’.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 44

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘BRAKE CONTROL PIPE’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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07.11.1989 Repair ‘TOP CENTRE PLATE’.
05.03.1991 Repair ‘SIDE STEP’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘FLOOR COMPLETE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 45

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 46

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Repair ‘GRADE CONTROL VALVE’.
27.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1991 Repair ‘STEP’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘EMPTY LOAD VALVE’.
15.08.1991 Repair ‘END FRAME MEMBER’.
15.08.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 47

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 48

25.01.1990 Repair ‘HANDRAILS END’.
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘DOOR LOCK MECHANISM’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
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26.01.1990 Repair ‘END FRAME MEMBER’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘HANDRAILS END’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘DOOR COMPLETE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 49

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘DOOR COMPLETE’.
09.08.1989 Repair ‘FLOOR COMPLETE’.
10.09.1989 Repair ‘HANDRAILS END’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘DOOR LOCK MECHANISM’.
18.12.1989 Repair ‘DOOR ROLLER’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1990 Repair ‘DOOR COMPLETE’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘DOOR ROLLER’.
27.02.1991 Repair ‘EMPTY LOAD VALVE’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE BEARERS’.
25.07.1991 Repair ‘END BRAKE COCK’.
25.07.1991 Repair ‘END HOSE’.
25.07.1991 Repair ‘HANDRAILS END’.
25.07.1991 Repair ‘TOP CENTRE PLATE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 50

Details: wagon ‘ALGX 50 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-2
Date Built: 16.05.1968
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Fleet Grp Code: AB WB SV
Return to Service Date: 24.10.1992
Due Triple Valve: 01.08.1997
Last Brake Cylinder: 19.04.1989
Last Lift: 27.08.1987

19.06.1991 Repair ‘FLOOR BOARDS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALGX 51

15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘DOOR COVERING’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘HANDRAILS’.
15.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1990 Repair ‘STEP’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘DOOR COMPLETE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 52

20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘HANDRAILS END’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PULL ROD’.
27.08.1990 Repair ‘TRAIN PIPE (END)’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘DOOR COMPLETE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 53

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER COMPLETE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘HANDRAILS END’.
27.02.1990 Repair ‘HANDRAILS END’.
27.04.1990 Repair ‘HANDRAILS END’.
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRAKE BLOCK OTHER’.
07.05.1990 Repair ‘BRAKE PULL ROD’.
07.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘DOOR COMPLETE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 54

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRANCH PIPE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘DOOR SLIDE RAIL’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1991 Repair ‘END HOSE’.
24.02.1991 Repair ‘VEHICLE COMPLETE’.
24.02.1991 Repair ‘VEHICLE STENCILS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 55

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘DOOR COMPLETE’.
26.07.1989 Repair ‘EMPTY LOAD VALVE’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE ADJUSTING LEVER’.
18.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘DOOR FRAME’.
18.12.1989 Repair ‘DOOR LOCK MECHANISM’.
18.12.1989 Repair ‘DOOR OPENING MECHANISM’.
18.12.1989 Repair ‘DOOR ROLLER’.
18.12.1989 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 56

12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘DOOR OPENING MECHANISM’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘END FRAME MEMBER’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘STEP’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘DOOR COMPLETE’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
09.01.1992 Repair ‘BRAKE LEVER’.
09.01.1992 Repair ‘BRAKE PULL ROD’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1992 Repair ‘DOOR LOCK MECHANISM’.
09.01.1992 Repair ‘END FRAME MEMBER’.
09.01.1992 Repair ‘HANDRAILS END’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘EMPTY LOAD VALVE’.
21.09.1993 Repair ‘STEP’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 57

Details: wagon ‘ALGX 57 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $13490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-1
Date Built: 16.04.1971
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.12.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 03.09.1994
Last Lift: 08.03.1985

02.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1989 Repair ‘BOGIE BEARERS’.
02.12.1989 Repair ‘BRAKE PULL ROD’.
02.12.1989 Repair ‘COUPLER KNUCKLE’.
02.12.1989 Repair ‘EMPTY LOAD VALVE’.
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02.12.1989 Repair ‘GRADE CONTROL VALVE’.
02.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1989 Repair ‘STEP’.
02.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1989 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Repair ‘BRAKE LEVER’.
17.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.

ALGX 58

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘DOOR COVERING’.
04.06.1990 Repair ‘DOOR LOCK MECHANISM’.
04.06.1990 Repair ‘DOOR OPENING MECHANISM’.
04.06.1990 Repair ‘DOOR ROLLER’.
04.06.1990 Repair ‘DOOR SLIDE RAIL’.
04.06.1990 Repair ‘EMPTY LOAD VALVE’.
04.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1990 Repair ‘SIDE BEARER’.
04.06.1990 Repair ‘TOP CENTRE PLATE’.
04.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘BRAKE PULL ROD’.
04.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘DOOR COMPLETE’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘END BRAKE COCK’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 59

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘DOOR COMPLETE’.
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22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1990 Repair ‘DOOR COMPLETE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘ROOF COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DOOR FRAME’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 60

19.04.1990 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 61

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘DOOR COVERING’.
06.07.1989 Repair ‘DOOR HINGES AND PINS’.
06.07.1989 Repair ‘DOOR LOCK MECHANISM’.
06.07.1989 Repair ‘DOOR ROLLER’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘ROOF SHEET’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 62

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘DOOR OPENING MECHANISM’.
07.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘WHEEL SET’.
30.11.1989 Repair ‘WHEEL SET’.
13.02.1990 Repair ‘DOOR COMPLETE’.
13.02.1990 Repair ‘DOOR OPENING MECHANISM’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 63

Details: wagon ‘ALGX 63 K’ in AN ‘Mainland Division’.

Owner: ???
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1971
Operating System: AN
Intended Use: GENERAL
Remarks: W/O & SOLD
BSG Code: FXLZ

Capacity of 40.7 tonnes

Fleet Grp Code: AB WB SV

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
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08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘DOOR COMPLETE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.11.1990 Repair ‘DOOR OPENING MECHANISM’.
20.11.1990 Repair ‘DOOR SLIDE RAIL’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR COMPLETE’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.03.1993 Repair ‘VEHICLE SOLD’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.

ALGX 64

19.10.1989 Repair ‘DOOR FRAME’.
19.10.1989 Repair ‘END SHEETING’.
19.10.1989 Repair ‘UNDERFRAME COMPLETE’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 65

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘DOOR COMPLETE’.
19.10.1989 Repair ‘DOOR COMPLETE’.
19.10.1989 Repair ‘SIDE SHEET’.
19.10.1989 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 66

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.08.1989 Repair ‘BRAKE PULL ROD’.
19.08.1989 Repair ‘BRANCH PIPE’.
19.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘DOOR LOCK MECHANISM’.
27.08.1990 Repair ‘BRAKE BLOCK RB95’.
27.08.1990 Repair ‘STEP’.
27.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1991 Repair ‘STEP’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘VEHICLE COMPLETE’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 67

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 68

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 69

10.07.1989 Repair ‘STEP’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘HANDRAILS’.
29.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE SOLD’.

ALGX 70

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
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16.02.1990 Repair ‘DOOR FRAME’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 71

19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1990 Repair ‘ROOF COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘ROOF SHEET’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 72

29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘DOOR COMPLETE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘SIDE BEARER’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘DOOR COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 73

02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘DOOR LOCK MECHANISM’.
02.10.1990 Repair ‘DOOR SLIDE RAIL’.
02.10.1990 Repair ‘HANDRAILS’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 74

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1989 Repair ‘BRAKE LEVER’.
14.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘DOOR SLIDE RAIL’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Repair ‘VEHICLE COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1991 Repair ‘BRAKE LEVER’.
11.02.1991 Repair ‘BRAKE PULL ROD’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR COMPLETE’.
11.02.1991 Repair ‘DOOR LOCK MECHANISM’.
11.02.1991 Repair ‘DOOR SEAL’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘DOOR COMPLETE’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 75

13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘COUPLER KNUCKLE’.
13.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER COMPLETE’.
28.08.1991 Repair ‘END BRAKE COCK’.
28.08.1991 Repair ‘END HOSE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 76

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘STEP’.
17.01.1990 Repair ‘DOOR COMPLETE’.
17.01.1990 Repair ‘DOOR COVERING’.
17.01.1990 Repair ‘DOOR LOCK MECHANISM’.
17.01.1990 Repair ‘DOOR OPENING MECHANISM’.
17.01.1990 Repair ‘DOOR ROLLER’.
17.01.1990 Repair ‘HANDRAILS’.
17.01.1990 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 77

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 78

16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Repair ‘DOOR LOCK MECHANISM’.
16.09.1989 Repair ‘DOOR OPENING MECHANISM’.
16.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1989 Repair ‘STEP’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.02.1990 Repair ‘DOOR COMPLETE’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.01.1991 Repair ‘BRAKE LEVER’.
29.01.1991 Repair ‘BRAKE PULL ROD’.
29.01.1991 Repair ‘DOOR COMPLETE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘WHEEL SET’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 79

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘BRAKE PULL ROD’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘DOOR COMPLETE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘DOOR COMPLETE’.
17.05.1990 Repair ‘DOOR LOCK MECHANISM’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘DOOR LOCK MECHANISM’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘DOOR LOCK MECHANISM’.
13.08.1990 Repair ‘END BRAKE COCK’.
13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1991 Repair ‘DOOR LOCK MECHANISM’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 80

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.06.1990 Repair ‘DOOR COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 81

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘SIDE BEARER’.
24.10.1989 Repair ‘DOOR COMPLETE’.
24.10.1989 Repair ‘HANDRAILS END’.
24.10.1989 Repair ‘SIDE SHEET’.
24.10.1989 Repair ‘STEP’.
25.10.1989 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 82

18.10.1989 Repair ‘DOOR COMPLETE’.
18.10.1989 Repair ‘END SHEETING’.
18.10.1989 Repair ‘UNDERFRAME COMPLETE’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘END BRAKE COCK’.
09.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1989 Repair ‘TRAIN PIPE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRANCH PIPE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 83

25.10.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE LEVER’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
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24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 84

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘EMPTY LOAD VALVE’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 85

28.04.1990 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HANDRAILS’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘END SHEETING’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 86

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE SPRING’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘DOOR COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘DOOR COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Repair ‘DOOR COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 87

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘DOOR COMPLETE’.
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02.07.1990 Repair ‘DOOR COMPLETE’.
02.07.1990 Repair ‘VEHICLE COMPLETE’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 88

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘YOKE CARRIER’.
08.05.1990 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 89

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘DOOR LOCK MECHANISM’.
27.03.1990 Repair ‘DOOR ROLLER’.
12.01.1991 Repair ‘HANDRAILS’.
12.01.1991 Repair ‘HANDRAILS END’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 90

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘END BRAKE COCK’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Repair ‘DOOR COMPLETE’.
05.03.1991 Repair ‘DOOR COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.05.1991 Repair ‘END BRAKE COCK’.
29.05.1991 Repair ‘VEHICLE STENCILS’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.08.1991 Repair ‘DOOR COMPLETE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 91

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
25.07.1989 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘DOOR LOCK MECHANISM’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE SOLD’.

ALGX 92

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘DOOR COMPLETE’.
12.07.1989 Repair ‘DOOR LOCK MECHANISM’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘DOOR SLIDE RAIL’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘END BRAKE COCK’.
15.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘DOOR COMPLETE’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR SLIDE RAIL’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 93

24.10.1989 Repair ‘DOOR COMPLETE’.
24.10.1989 Repair ‘END SHEETING’.
24.10.1989 Repair ‘HANDRAILS END’.
24.10.1989 Repair ‘SIDE SHEET’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 94

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘DOOR COVERING’.
24.04.1991 Repair ‘DOOR ROLLER’.
24.04.1991 Repair ‘DOOR SLIDE RAIL’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 95

Details: wagon ‘ALGX 95 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-1
Date Built: 01.04.1970
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 24.10.1992
Last Brake Cylinder: 13.03.1990
Last Single Car Test: 04.03.1988
Last Lift: 08.06.1984

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1990 Repair ‘DOOR COMPLETE’.
02.02.1990 Repair ‘DOOR LOCK MECHANISM’.
02.02.1990 Repair ‘DOOR OPENING MECHANISM’.
02.02.1990 Repair ‘DOOR ROLLER’.
02.02.1990 Repair ‘HANDRAILS’.
02.02.1990 Repair ‘HANDRAILS END’.
08.02.1990 Repair ‘COUPLER KNUCKLE’.
08.02.1990 Repair ‘DOOR LOCK MECHANISM’.
08.02.1990 Repair ‘DOOR SLIDE RAIL’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘HANDRAILS’.
13.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALGX 96

03.03.1990 Repair ‘STEP’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘DOOR COMPLETE’.
28.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.03.1990 Repair ‘DOOR OPENING MECHANISM’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 97

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 98

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘DOOR COMPLETE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Repair ‘ROOF COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘DOOR SEAL’.
01.07.1991 Repair ‘EMPTY LOAD VALVE’.
01.07.1991 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR SLIDE RAIL’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 99

24.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRANCH PIPE’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 100

Details: wagon ‘ALGX 100 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB V-1
Date Built: 14.04.1970
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.12.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB UV WB SV
Return to Service Date: 07.06.1994
Last Brake Cylinder: 25.09.1991
Last Lift: 08.08.1983

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘SIDE BEARER’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘SIDE BEARER’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘CARD OR CLIP HOLDER’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘DOOR COMPLETE’.
05.10.1990 Repair ‘DOOR LOCK MECHANISM’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘DOOR COMPLETE’.
25.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.09.1991 Repair ‘DOOR OPENING MECHANISM’.
25.09.1991 Repair ‘EMPTY LOAD VALVE’.
25.09.1991 Repair ‘GRADE CONTROL VALVE’.
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘VEHICLE STENCILS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.11.1993 Repair ‘HANDRAILS’.
08.12.1993 Repair ‘DOOR ROLLER’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.

ALGX 102

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.11.1989 Repair ‘BRANCH PIPE’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘WHEEL SET’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘DOOR LOCK MECHANISM’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘HITCH SCREW MECHANISM’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 103

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘DOOR COMPLETE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘DOOR LOCK MECHANISM’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘DOOR LOCK MECHANISM’.
23.11.1991 Repair ‘DOOR SLIDE RAIL’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 104

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 105

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
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14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘ROOF COMPLETE’.
15.03.1990 Repair ‘DOOR OPENING MECHANISM’.
15.03.1990 Repair ‘DOOR ROLLER’.
15.03.1990 Repair ‘ROOF SHEET’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘BRANCH PIPE’.
27.03.1991 Repair ‘TRAIN PIPE (END)’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 106

14.08.1989 Alteration complete ‘ADD STEPS AND HANDRAILS TO ‘ALGX’ LOUVRE
VANS IN ACCORDANCE WITH DRWG 13-CM-459.*** CANCELLED AFTER ONE
WAGON DONE *** ALGX (RS4445)’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1989 Repair ‘BRAKE LEVER’.
01.11.1989 Repair ‘BRAKE PULL ROD’.
01.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
01.11.1989 Repair ‘DOOR LOCK MECHANISM’.
01.11.1989 Repair ‘DOOR OPENING MECHANISM’.
01.11.1989 Repair ‘DOOR ROLLER’.
01.11.1989 Repair ‘DOOR SLIDE RAIL’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘HANDRAILS’.
01.11.1989 Repair ‘HANDRAILS END’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1989 Repair ‘SIDE STEP’.
01.11.1989 Repair ‘STEP’.
01.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALGX 107

22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.05.1990 Repair ‘DOOR LOCK MECHANISM’.
28.05.1990 Repair ‘DOOR SEAL’.
28.05.1990 Repair ‘DOOR SLIDE RAIL’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1991 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 108

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Repair ‘BODY COMPLETE’.
22.11.1990 Repair ‘VEHICLE STENCILS’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1991 Repair ‘TRAIN PIPE (END)’.
12.06.1991 Repair ‘TRAIN PIPE (END)’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 109

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 110

22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DOOR COMPLETE’.
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07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE PIN’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 111

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 112

08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1990 Repair ‘COUPLER KNUCKLE’.
08.03.1990 Repair ‘EMPTY LOAD VALVE’.
08.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘DOOR SLIDE RAIL’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘SIDE COMPLETE’.
10.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 113

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1989 Repair ‘HANDBRAKE HANDLE’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
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03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 114

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘DOOR OPENING MECHANISM’.
31.07.1989 Repair ‘DOOR ROLLER’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1989 Repair ‘STEP’.
09.11.1989 Repair ‘HANDRAILS’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘DOOR COMPLETE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 115

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘DOOR LOCK MECHANISM’.
24.07.1991 Repair ‘DOOR SLIDE RAIL’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 116

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘COUPLER KNUCKLE’.
05.04.1990 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘EMPTY LOAD VALVE’.
05.04.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘DOOR COMPLETE’.
25.05.1990 Repair ‘EMPTY LOAD VALVE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
06.10.1990 Repair ‘EMPTY LOAD VALVE’.
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06.10.1990 Repair ‘GRADE CONTROL VALVE’.
06.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1990 Repair ‘SIDE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 117

25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BRANCH PIPE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1991 Repair ‘TRAIN PIPE (END)’.
25.02.1991 Repair ‘VEHICLE COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘VEHICLE COMPLETE’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 118

28.05.1991 Repair ‘HANDRAILS’.
23.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.07.1991 Repair ‘DOOR LOCK MECHANISM’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1991 Repair ‘STANCHION’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘END BRAKE COCK’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘TRAIN PIPE (END)’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 119

24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1989 Repair ‘TRAIN PIPE (END)’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
09.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 120

06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.10.1990 Repair ‘BRAKE PULL ROD’.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
06.10.1990 Repair ‘DOOR COMPLETE’.
06.10.1990 Repair ‘EMPTY LOAD VALVE’.
06.10.1990 Repair ‘GRADE CONTROL VALVE’.
06.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘WHEEL SET’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 121

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘DOOR COMPLETE’.
15.06.1990 Repair ‘EMPTY LOAD VALVE’.

2165



2. TIMS GROUP INFORMATION - WAGONS

15.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘EMPTY LOAD VALVE’.
13.04.1992 Repair ‘GRADE CONTROL VALVE’.
13.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 122

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Repair ‘HANDRAILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 123

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘VEHICLE COMPLETE’.
14.08.1991 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 124

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 125

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1989 Repair ‘BRANCH PIPE’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘DOOR COVERING’.
20.11.1989 Repair ‘DOOR LOCK MECHANISM’.
20.11.1989 Repair ‘DOOR OPENING MECHANISM’.
20.11.1989 Repair ‘DOOR ROLLER’.
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20.11.1989 Repair ‘HANDRAILS END’.
20.11.1989 Repair ‘STEP’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
22.11.1989 Repair ‘HOSE FITTINGS’.
22.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1989 Repair ‘TOP CENTRE PLATE’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘DOOR COMPLETE’.
17.07.1991 Repair ‘DOOR OPENING MECHANISM’.
17.07.1991 Repair ‘EMPTY LOAD VALVE’.
17.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 126

11.03.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘DOOR COMPLETE’.
25.09.1991 Repair ‘DOOR SLIDE RAIL’.
25.09.1991 Repair ‘EMPTY LOAD VALVE’.
25.09.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 127

28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.06.1991 Repair ‘SIDE BEARER’.
28.06.1991 Repair ‘TRAIN PIPE (END)’.
28.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 128

13.04.1990 Repair ‘HANDRAILS END’.
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08.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 129

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 130

24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR COMPLETE’.
24.07.1990 Repair ‘DOOR LOCK MECHANISM’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 131

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘DOOR COMPLETE’.
20.10.1989 Repair ‘END SHEETING’.
20.10.1989 Repair ‘SIDE SHEET’.
25.10.1989 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘EMPTY LOAD VALVE’.
06.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1990 Repair ‘SIDE BEARER’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 132

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Repair ‘STEP’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘VEHICLE COMPLETE’.
12.09.1990 Repair ‘VEHICLE STENCILS’.
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26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘RELAY VALVE’.
17.01.1991 Repair ‘END COMPLETE’.
17.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 133

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 134

25.04.1990 Repair ‘HANDRAILS’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘END BRAKE COCK’.
23.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR COMPLETE’.
14.11.1991 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 135

Details: wagon ‘ALGX 135 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $16130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-1
Date Built: 28.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB UV WB SV
Return to Service Date: 24.10.1992
Last Lift: 30.04.1985

17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1991 Repair ‘HANDRAILS END’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALGX 136

05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘DOOR COMPLETE’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 137

Details: wagon ‘ALGX 137 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $16130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-1
Date Built: 31.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.10.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 24.10.1992
Due Triple Valve: 22.08.1990
Last Brake Cylinder: 12.05.1988
Last Lift: 21.05.1985

15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘BRAKE CONTROL PIPE’.
22.08.1989 Repair ‘BRANCH PIPE’.
22.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘GRADE CONTROL VALVE’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘UNDERFRAME COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALGX 138

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.08.1993 Repair ‘VEHICLE SOLD’.

ALGX 139

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘DOOR COMPLETE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘DOOR FRAME’.
13.08.1990 Repair ‘DOOR OPENING MECHANISM’.
13.08.1990 Repair ‘PAINT ROOF INTERIOR’.
13.08.1990 Repair ‘SIDE MEMBER’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘END FRAME MEMBER’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘DOOR COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 140

17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
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17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.04.1990 Repair ‘DOOR COMPLETE’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘END BRAKE COCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1991 Repair ‘BRAKE LEVER’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘DOOR ROLLER’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 141

25.10.1989 Repair ‘DOOR COMPLETE’.
25.10.1989 Repair ‘END SHEETING’.
25.10.1989 Repair ‘HANDRAILS END’.
25.10.1989 Repair ‘SIDE SHEET’.
05.03.1990 Repair ‘HANDBRAKE HANDLE’.
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 142

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DOOR COMPLETE’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 143

21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER KNUCKLE’.
21.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.04.1990 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 144

08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘BRAKE PULL ROD’.
08.08.1990 Repair ‘END BRAKE COCK’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.02.1991 Repair ‘BRAKE LEVER’.
18.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE BEARERS’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.09.1991 Repair ‘GRADE CONTROL VALVE’.
25.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 145

Details: wagon ‘ALGX 145 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $16130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB V-1
Date Built: 18.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.12.92
BSG Code: FXLZ

Capacity of 40.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WB SV
Return to Service Date: 27.02.1995
Due Triple Valve: 01.10.1996
Last Lift: 31.10.1986

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BODY COMPLETE’.
16.02.1990 Repair ‘BRAKE CONTROL PIPE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘DOOR COMPLETE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘END FRAME MEMBER’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRANCH PIPE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘DOOR COMPLETE’.
13.04.1992 Repair ‘EMPTY LOAD VALVE’.
13.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.

ALGX 146

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘CARD OR CLIP HOLDER’.
24.08.1989 Repair ‘DOOR LOCK MECHANISM’.
24.08.1989 Repair ‘STEP’.
24.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 147

08.11.1989 Repair ‘DOOR COMPLETE’.
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 148

11.02.1991 Repair ‘HANDRAILS END’.
11.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 149

27.07.1989 Repair ‘DOOR COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘DOOR COMPLETE’.
21.12.1989 Repair ‘DOOR ROLLER’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 150

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘HANDRAILS’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘WHEEL SET’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 151

16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
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16.10.1990 Repair ‘DOOR COMPLETE’.
16.10.1990 Repair ‘DOOR ROLLER’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1991 Repair ‘DOOR COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘DOOR LOCK MECHANISM’.
13.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘TRAIN PIPE’.
02.07.1991 Repair ‘VEHICLE COMPLETE’.
02.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Repair ‘HANDRAILS END’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 152

28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.12.1989 Repair ‘STEP’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘VEHICLE COMPLETE’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 153

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘DOOR COMPLETE’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1989 Repair ‘STEP’.
26.10.1989 Repair ‘DOOR COMPLETE’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.10.1989 Repair ‘COUPLER KNUCKLE’.
31.10.1989 Repair ‘VEHICLE COMPLETE’.
08.10.1991 Repair ‘DOOR COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.07.1993 Repair ‘STEP’.
19.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 154

04.10.1989 Repair ‘STEP’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Repair ‘SIDE BEARER’.
10.04.1990 Repair ‘TOP CENTRE PLATE’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘DOOR COMPLETE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 155

30.10.1989 Repair ‘DOOR COMPLETE’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.03.1990 Repair ‘DOOR SLIDE RAIL’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘DOOR FRAME’.
15.10.1990 Repair ‘DOOR LOCK MECHANISM’.
15.10.1990 Repair ‘END SHEETING’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1990 Repair ‘HANDRAILS’.
15.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALGX 156

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRAKE LEVER’.
04.12.1989 Repair ‘BRAKE PULL ROD’.
04.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
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04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1990 Repair ‘BRAKE BLOCK OTHER’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘BRAKE PULL ROD’.
27.07.1990 Repair ‘TRAIN PIPE’.
07.08.1990 Repair ‘WHEEL SET’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘CARD OR CLIP HOLDER’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.82 Wagon classification starting with ‘ALH’

ALHX 1

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘DOOR COMPLETE’.
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
14.06.1991 Repair ‘DOOR COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALHX 2

Details: wagon ‘ALHX 2 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 04.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 18.06.1996
Last Lift: 23.10.1985

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.11.1990 Repair ‘VEHICLE STENCILS’.
18.06.1991 Repair ‘VEHICLE COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

ALHX 3

Details: wagon ‘ALHX 3 L’ in AN ‘Mainland Division’.

2179



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 29.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 25.04.1992
Last Brake Cylinder: 18.07.1989
Last Lift: 05.11.1984

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘STEP’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘DOOR COMPLETE’.
10.01.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘STEP’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 4

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.10.1989 Repair ‘BRAKE LEVER’.
30.10.1989 Repair ‘BRAKE LEVER’.
30.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Repair ‘STEP’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘END BOARDS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.05.1992 Repair ‘SIDE STEP’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 5

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘STEP’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1989 Repair ‘DOOR COMPLETE’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE LEVER’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘DOOR COVERING’.
14.11.1989 Repair ‘DOOR LOCK MECHANISM’.
14.11.1989 Repair ‘DOOR SLIDE RAIL’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘VEHICLE STENCILS’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘PARTITION’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.03.1990 Repair ‘DOOR COMPLETE’.
07.03.1990 Repair ‘DOOR COMPLETE’.
07.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1990 Repair ‘TOP CENTRE PLATE’.
08.11.1990 Repair ‘VEHICLE COMPLETE’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALHX 6

Details: wagon ‘ALHX 6 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 31.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB PZ SK SI SV
Return to Service Date: 25.04.1992
Last Lift: 17.08.1983

19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 7

Details: wagon ‘ALHX 7 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 31.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB PZ SK SI SV
Return to Service Date: 26.05.1992
Last Brake Cylinder: 16.02.1990
Last Lift: 01.01.1986

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1990 Repair ‘STEP’.
16.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘STEP’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.
27.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.02.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1991 Repair ‘BRAKE LEVER’.
04.06.1991 Repair ‘BRAKE PULL ROD’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘DOOR LOCK MECHANISM’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
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01.07.1991 Repair ‘EMPTY LOAD VALVE’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.05.1992 Repair ‘SIDE STEP’.

ALHX 8

Details: wagon ‘ALHX 8 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 31.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SI SV
Return to Service Date: 25.04.1992
Last Triple Valve: 11.04.1989
Last Brake Cylinder: 11.04.1989
Last Single Car Test: 11.04.1989
Last Lift: 09.08.1984

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘DOOR COMPLETE’.
20.07.1989 Repair ‘DOOR HINGES AND PINS’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘STEP’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘DOOR ROLLER’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
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08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘DOOR OPENING MECHANISM’.
08.08.1991 Repair ‘EMPTY LOAD VALVE’.
08.08.1991 Repair ‘GRADE CONTROL VALVE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 9

Details: wagon ‘ALHX 9 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 27.11.1973
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SI SV
Return to Service Date: 26.04.1994
Due Triple Valve: 01.10.1996
Last Triple Valve: 06.07.1990
Last Brake Cylinder: 06.04.1990
Last Single Car Test: 06.04.1990
Last Lift: 13.11.1986

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.02.1990 Repair ‘BRAKE LEVER’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1990 Repair ‘VEHICLE COMPLETE’.
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30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.03.1990 Repair ‘DOOR COMPLETE’.
30.03.1990 Repair ‘DOOR COMPLETE’.
30.03.1990 Repair ‘DOOR HINGES AND PINS’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1990 Repair ‘ROOF SHEET’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘BRAKE LEVER’.
06.07.1990 Repair ‘BRAKE PIN’.
06.07.1990 Repair ‘BRAKE PULL ROD’.
06.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1990 Repair ‘STEP’.
06.07.1990 Repair ‘STEP’.
06.07.1990 Repair ‘WHEEL SET’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘WHEEL SET’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘TRAIN PIPE (END)’.
21.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1990 Repair ‘BRAKE PULL ROD’.
30.06.1991 Repair ‘BRANCH PIPE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR LOCK MECHANISM’.
25.07.1991 Repair ‘END BRAKE COCK’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 10

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘EMPTY LOAD VALVE’.
27.07.1989 Repair ‘GRADE CONTROL VALVE’.
27.07.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
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12.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘DOOR LOCK MECHANISM’.
27.07.1991 Repair ‘EMPTY LOAD VALVE’.
27.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 11

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 12

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 13

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 14

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘DOOR COMPLETE’.
11.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2187



2. TIMS GROUP INFORMATION - WAGONS

ALHX 15

31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1990 Repair ‘EMPTY LOAD VALVE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.03.1990 Repair ‘DOOR COMPLETE’.
07.03.1990 Repair ‘DOOR COMPLETE’.
07.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1990 Repair ‘STEP’.
07.03.1990 Repair ‘TOP CENTRE PLATE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 16

Details: wagon ‘ALHX 16 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 25.02.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 31.08.1994
Due Triple Valve: 01.04.1991
Last Brake Cylinder: 22.03.1990
Last Single Car Test: 20.09.1990
Last Lift: 27.02.1986

13.03.1990 Repair ‘STEP’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘DOOR OPENING MECHANISM’.
22.03.1990 Repair ‘EMPTY LOAD VALVE’.
22.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘DOOR COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘DOOR COMPLETE’.
19.09.1990 Repair ‘DOOR LOCK MECHANISM’.
19.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.09.1990 Repair ‘TRAIN PIPE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘DOOR LOCK MECHANISM’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘CARD OR CLIP HOLDER’.
15.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘DOOR OPENING MECHANISM’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 17

Details: wagon ‘ALHX 17 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 25.02.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 25.04.1992
Last Triple Valve: 31.10.1990
Last Brake Cylinder: 12.07.1989
Last Lift: 01.02.1981

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Repair ‘STEP’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
30.10.1989 Repair ‘DOOR COMPLETE’.
16.11.1989 Repair ‘DOOR COMPLETE’.
16.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘PARTITION’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
16.10.1990 Repair ‘DOOR COMPLETE’.
16.10.1990 Repair ‘DOOR FRAME’.
16.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE STENCILS’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.08.1991 Repair ‘END BRAKE COCK’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 18

Details: wagon ‘ALHX 18 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 17.04.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 31.08.1993
Due Triple Valve: 01.06.1992
Last Brake Cylinder: 06.12.1989
Last Single Car Test: 04.12.1989
Last Lift: 10.06.1982

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.11.1990 Repair ‘VEHICLE STENCILS’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Repair ‘STEP’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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ALHX 19

Details: wagon ‘ALHX 19 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 17.04.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 25.04.1992
Last Lift: 01.04.1986

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘DOOR COMPLETE’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.12.1990 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 20

Details: wagon ‘ALHX 20 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne

2192



2.82. Wagon classification starting with ‘ALH’

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $28150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 03.05.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 25.04.1992
Last Triple Valve: 05.06.1991
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 05.06.1991
Last Lift: 08.09.1986

29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.05.1991 Repair ‘DOOR COMPLETE’.
30.05.1991 Repair ‘DOOR COMPLETE’.
30.05.1991 Repair ‘DOOR SLIDE RAIL’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1991 Repair ‘STEP’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 21

Details: wagon ‘ALHX 21 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 06.09.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB PZ SK SI SV
Return to Service Date: 18.03.1994
Due Triple Valve: 01.03.1994
Last Lift: 01.03.1984

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘DOOR COMPLETE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
02.09.1990 Repair ‘HANDRAILS END’.
15.09.1990 Repair ‘STEP’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.
27.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.02.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 22

Details: wagon ‘ALHX 22 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 23.09.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
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BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 05.01.1996
Last Lift: 29.02.1984

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.12.1990 Repair ‘VEHICLE STENCILS’.
28.03.1991 Repair ‘HANDRAILS END’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘DOOR OPENING MECHANISM’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.

ALHX 23

Details: wagon ‘ALHX 23 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 11.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
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BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 25.04.1992
Last Triple Valve: 27.06.1989
Last Brake Cylinder: 27.06.1989
Last Single Car Test: 27.06.1989
Last Lift: 08.09.1986

20.12.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ALHX 25

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BRAKE PULL ROD’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘EMPTY LOAD VALVE’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ALHX 26

Details: wagon ‘ALHX 26 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
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Date Built: 01.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB PZ SK SI SV
Return to Service Date: 20.09.1994
Last Lift: 16.08.1984

16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.03.1991 Repair ‘VEHICLE STENCILS’.
20.01.1992 Repair ‘STEP’.
20.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘HOSE FITTINGS’.
08.12.1992 Repair ‘TRAIN PIPE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 27

Details: wagon ‘ALHX 27 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 07.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ
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Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB PZ SK SI SV
Return to Service Date: 30.09.1994
Last Brake Cylinder: 13.04.1990
Last Lift: 07.11.1985

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BEARINGS’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘DOOR COMPLETE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.11.1990 Repair ‘VEHICLE COMPLETE’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘DOOR LOCK MECHANISM’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘CARD OR CLIP HOLDER’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘DOOR LOCK MECHANISM’.
14.06.1991 Repair ‘DOOR ROLLER’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘ROOF BOARDS’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘DOOR LOCK MECHANISM’.
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
24.04.1992 Repair ‘GRADE CONTROL VALVE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 28

Details: wagon ‘ALHX 28 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 07.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SI SV
Return to Service Date: 14.12.1993
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 25.09.1990
Last Lift: 17.11.1986

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BEARERS’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘BRAKE PULL ROD’.
24.09.1990 Repair ‘DOOR COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Repair ‘STEP’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR LOCK MECHANISM’.
03.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.09.1993 Repair ‘DOOR LOCK MECHANISM’.
14.12.1993 Repair ‘STEP’.

2199



2. TIMS GROUP INFORMATION - WAGONS

ALHX 29

Details: wagon ‘ALHX 29 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 01.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB PZ SK SI SV
Return to Service Date: 18.04.1994
Last Triple Valve: 06.04.1990
Last Brake Cylinder: 06.04.1990
Last Single Car Test: 06.04.1990
Last Lift: 21.05.1982

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘PARTITION’.
27.07.1989 Repair ‘PARTITION’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
02.03.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.04.1990 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘DOOR COVERING’.
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05.04.1990 Repair ‘DOOR OPENING MECHANISM’.
05.04.1990 Repair ‘DOOR SEAL’.
05.04.1990 Repair ‘DOOR SLIDE RAIL’.
05.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 30

22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘PARTITION’.
22.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.04.1990 Repair ‘DOOR COMPLETE’.
11.04.1990 Repair ‘END BRAKE COCK’.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘EMPTY LOAD VALVE’.
19.10.1990 Repair ‘GRADE CONTROL VALVE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘SIDE BEARER’.
16.11.1990 Repair ‘VEHICLE COMPLETE’.
16.11.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.11.1990 Repair ‘VEHICLE STENCILS’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘DOOR COMPLETE’.
03.12.1990 Repair ‘DOOR LOCK MECHANISM’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.09.1994 Repair ‘VEHICLE SOLD’.
22.10.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
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ALHX 31

Details: wagon ‘ALHX 31 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 22.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.09.93
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 31.01.1994
Last Brake Cylinder: 11.05.1989
Last Single Car Test: 01.02.1994
Last Lift: 27.11.1984

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘BRAKE LEVER’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘DOOR OPENING MECHANISM’.
07.12.1990 Repair ‘END HOSE’.
20.12.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘EMPTY LOAD VALVE’.
31.01.1994 Repair ‘TRAIN PIPE (END)’.

ALHX 32

Details: wagon ‘ALHX 32 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 01.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 27.09.1993
Last Brake Cylinder: 27.02.1991
Last Lift: 22.02.1983

18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1990 Repair ‘STEP’.
09.09.1990 Repair ‘STEP’.
20.12.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1991 Repair ‘DOOR COMPLETE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.
27.02.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRANCH PIPE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR LOCK MECHANISM’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘END BRAKE COCK’.

ALHX 33

Details: wagon ‘ALHX 33 M’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 18.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 06.05.1996
Last Brake Cylinder: 17.05.1990
Last Single Car Test: 19.01.1988
Last Lift: 12.11.1982

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘STEP’.
17.05.1990 Repair ‘VEHICLE COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘STEP’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BRAKE BLOCK RB95’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘DOOR COMPLETE’.
07.06.1991 Repair ‘DOOR ROLLER’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘TRAIN PIPE (END)’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘DOOR LOCK MECHANISM’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

ALHX 34

Details: wagon ‘ALHX 34 V’ in AN ‘Mainland Division’.
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2.82. Wagon classification starting with ‘ALH’

Owner: AN
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $33120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-4
Date Built: 01.11.1974
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.04.92
BSG Code: FXLZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB SK SI SV
Return to Service Date: 23.11.1994
Due Triple Valve: 01.05.1987
Last Triple Valve: 10.04.1991
Last Brake Cylinder: 10.04.1991
Last Lift: 01.05.1981

01.03.1990 Repair ‘DOOR COMPLETE’.
01.03.1990 Repair ‘VEHICLE COMPLETE’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘DOOR OPENING MECHANISM’.
30.05.1990 Repair ‘DOOR ROLLER’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.02.1991 Repair ‘DOOR OPENING MECHANISM’.
13.02.1991 Repair ‘DOOR SLIDE RAIL’.
13.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1991 Repair ‘PARTITION’.
13.02.1991 Repair ‘PARTITION’.
13.02.1991 Repair ‘STEP’.
28.03.1991 Repair ‘VEHICLE COMPLETE’.
28.03.1991 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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19.08.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.

ALHX 35

29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.11.1990 Repair ‘VEHICLE STENCILS’.
27.03.1991 Repair ‘STEP’.
16.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Repair ‘DOOR COMPLETE’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘DOOR COMPLETE’.
03.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.83 Wagon classification starting with ‘ALJ’

ALJF 1187

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘END BRAKE COCK’.
09.11.1992 Repair ‘HANDRAILS’.
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ALJY 1187 T’
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALJF 1209

Details: wagon ‘ALJF 1209 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $9320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 141
Date Built: 27.11.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALJY;CCE USE
BSG Code: DSLZ

Capacity of 30 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Due Triple Valve: 03.10.1992
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 25.11.1992
Last Lift: 27.05.1987

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

24.09.1991 Repair ‘HANDRAILS END’.
24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Long Plains’ with a previous code of wagon

‘ALJY 1209 D’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Repair ‘DOOR SLIDE RAIL’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘END BRAKE COCK’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

ALJF 1405

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
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TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘ALJY 1405 E’
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘VEHICLE SOLD’.

ALJF 1407

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALJF 1463

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE CONTROL PIPE’.
03.10.1989 Repair ‘DOOR COMPLETE’.
03.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALJY 1463 L’
18.10.1989 Repair ‘VEHICLE RECLASSIFY’.
18.10.1989 Repair ‘VEHICLE STENCILS’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALJY 1463 L’
22.01.1991 Repair ‘HANDRAILS’.
22.01.1991 Repair ‘SIDE STEP’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALJF 1471

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘ALJY 1471 B’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALJF 1473

Details: wagon ‘ALJF 1473 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 142
Date Built: 10.10.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALJY;CCE USE
BSG Code: DSLZ

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 07.04.1992
Due Triple Valve: 06.05.1993
Last Brake Cylinder: 06.05.1992
Last Lift: 03.06.1987

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
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BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

14.01.1988 Alteration complete ‘RECLASSIFY ALJY TO ALJF - REFER RS4231
(RS3020)’. New class: ‘ALJF’.

20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘ALJY 1473 T’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BEARINGS’.
07.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.

ALJY 1187

09.11.1992 Reclassified from wagon ‘ALJY 1187 T’ to ’ wagon ‘ALJF 1187 M’.

ALJY 1209

24.09.1991 Reclassified from wagon ‘ALJY 1209 D’ to ’ wagon ‘ALJF 1209 T’.

ALJY 1214

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALJY 1405

08.10.1991 Reclassified from wagon ‘ALJY 1405 E’ to ’ wagon ‘ALJF 1405 U’.

ALJY 1407

25.10.1988 Reclassified from wagon ‘ALJY 1407 W’ to ’ wagon ‘ALJF 1407 P’.

ALJY 1411

23.11.1990 Reclassified from wagon ‘ALJY 1411 W’ to ’ wagon ‘AZFF 1411 X’.

ALJY 1463

18.10.1989 Reclassified from wagon ‘ALJY 1463 L’ to ’ wagon ‘ALJF 1463 E’.
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ALJY 1471

20.09.1991 Reclassified from wagon ‘ALJY 1471 B’ to ’ wagon ‘ALJF 1471 R’.

ALJY 1473

20.09.1991 Reclassified from wagon ‘ALJY 1473 T’ to ’ wagon ‘ALJF 1473 M’.

ALJY 1522

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.84 Wagon classification starting with ‘ALK’

ALKF 3240

Details: wagon ‘ALKF 3240 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 145
Date Built: 19.03.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALKY;CCE USE
BSG Code: DSLZ

Capacity of 55 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 14.11.1995
Last Lift: 06.05.1981

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.
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28.11.1990 Repair ‘STEP’.
28.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALKY 3240 P’
30.11.1990 Repair ‘HANDRAILS END’.
30.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALKY 3240 P’
02.10.1991 Repair ‘VEHICLE RECLASSIFY’.
02.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ALKY 3240 P’
08.01.1992 Repair ‘DOOR COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.

ALKF 3242

28.06.1988 Reclassified from wagon ‘ALKF 3242 D’ to ’ wagon ‘AHCL 24 L’.

ALKF 3246

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘TOP CENTRE PLATE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALKF 3251

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘STEP’.
15.03.1991 Repair ‘TOP CENTRE PLATE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.10.1993 Repair ‘TRAIN PIPE’.
29.10.1993 Repair ‘WHEEL SET’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ALKF 3252

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘TOP CENTRE PLATE’.
09.02.1990 Repair ‘VEHICLE RECLASSIFY’.
09.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ALKY 3252 S’
11.03.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1990 Repair ‘BRAKE PULL ROD’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘HANDRAILS END’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALKF 3254

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ALKF 3255

Details: wagon ‘ALKF 3255 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Not to Run in NSW‘

2213



2. TIMS GROUP INFORMATION - WAGONS

Diagram Book Page No.: NS 145
Date Built: 14.03.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NLB;CCE USE
BSG Code: DSLZ

Capacity of 55 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 31.08.1994
Last Single Car Test: 18.08.1988
Last Lift: 17.11.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

31.08.1994 Repair ‘VEHICLE COMPLETE’.

ALKF 3257

Details: wagon ‘ALKF 3257 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11200
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 145
Date Built: 08.01.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NLB;CCE USE
BSG Code: DSLZ

Capacity of 55 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 14.08.1995
Last Brake Cylinder: 17.02.1988
Last Lift: 05.08.1981
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14.01.1988 Alteration complete ‘RECLASSIFY ALKY TO ALKF - REFER RS4231
(RS3021)’. New class: ‘ALKF’.

07.07.1989 Repair ‘DOOR SLIDE RAIL’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.

ALKF 3258

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.02.1990 Repair ‘DOOR LOCK MECHANISM’.
24.04.1990 Repair ‘DOOR COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘HANDRAILS END’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1990 Repair ‘DOOR COMPLETE’.
11.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
24.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1991 Repair ‘DOOR LOCK MECHANISM’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘END BRAKE COCK’.
08.05.1991 Repair ‘TRAIN PIPE’.
21.08.1991 Repair ‘DOOR SEAL’.
23.09.1991 Repair ‘HANDRAILS END’.
23.09.1991 Repair ‘STEP’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ALKY 3239

28.06.1988 Reclassified from wagon ‘ALKY 3239 T’ to ’ wagon ‘AHCL 25 U’.

ALKY 3240

02.10.1991 Reclassified from wagon ‘ALKY 3240 P’ to ’ wagon ‘ALKF 3240 X’.
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ALKY 3246

05.02.1988 Reclassified from wagon ‘ALKY 3246 A’ to ’ wagon ‘ALKF 3246 Q’.

ALKY 3247

28.06.1988 Reclassified from wagon ‘ALKY 3247 J’ to ’ wagon ‘AHCL 22 Q’.

ALKY 3249

03.06.1988 Reclassified from wagon ‘ALKY 3249 E’ to ’ wagon ‘AHCL 23 C’.

ALKY 3250

17.05.1988 Reclassified from wagon ‘ALKY 3250 A’ to ’ wagon ‘AHCL 21 H’.

ALKY 3251

27.11.1987 Reclassified from wagon ‘ALKY 3251 J’ to ’ wagon ‘ALKF 3251 C’.

ALKY 3252

09.02.1990 Reclassified from wagon ‘ALKY 3252 S’ to ’ wagon ‘ALKF 3252 L’.

ALKY 3254

14.12.1987 Reclassified from wagon ‘ALKY 3254 N’ to ’ wagon ‘ALKF 3254 G’.

ALKY 3255

09.03.1988 Reclassified from wagon ‘ALKY 3255 W’ to ’ wagon ‘ALKF 3255 P’.

ALKY 3257

25.10.1988 Reclassified from wagon ‘ALKY 3257 R’ to ’ wagon ‘ALKF 3257 K’.

ALKY 3258

27.11.1987 Reclassified from wagon ‘ALKY 3258 D’ to ’ wagon ‘ALKF 3258 T’.

2.85 Wagon classification starting with ‘ALX’

ALXY 2

17.06.1987 Reclassified from wagon ‘ALXY 2 X’ to ’ wagon ‘ABXL 2 F’.
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2.86 Wagon classification starting with ‘AMA’

AMAX 1

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Repair ‘HANDRAILS’.
07.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Repair ‘AXLEBOX’.
28.05.1990 Repair ‘DOOR FRAME’.
27.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 2

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BEARERS’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.03.1991 Repair ‘END HOSE’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1991 Repair ‘STEP’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 3

15.08.1989 Repair ‘HANDRAILS’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1990 Repair ‘HANDRAILS’.
11.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Repair ‘VEHICLE STENCILS’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘HANDRAILS END’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 4

09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BRAKE LEVER’.
09.10.1989 Repair ‘BRAKE PULL ROD’.
09.10.1989 Repair ‘COUPLER KNUCKLE’.
09.10.1989 Repair ‘END BRAKE COCK’.
09.10.1989 Repair ‘GRADE CONTROL VALVE’.
09.10.1989 Repair ‘HANDRAILS’.
09.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1989 Repair ‘SIDE MEMBER’.
14.03.1990 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.12.1990 Repair ‘HANDRAILS’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 5

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRANCH PIPE’.
31.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1989 Repair ‘HANDRAILS’.
31.07.1989 Repair ‘LADDER’.
31.07.1989 Repair ‘STEP’.
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘FLOOR SUPPORT’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘HANDRAILS’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘COUPLER KNUCKLE’.
11.09.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1989 Repair ‘HANDRAILS’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘EMPTY LOAD VALVE’.
09.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1989 Repair ‘SIDE MEMBER’.
02.01.1990 Repair ‘HANDRAILS END’.
08.01.1990 Repair ‘VEHICLE COMPLETE’.
08.01.1990 Repair ‘VEHICLE STENCILS’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 6

08.12.1989 Repair ‘BOGIE COMPLETE’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 7

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘VEHICLE COMPLETE’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘HANDRAILS’.
18.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMAX 8

08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1991 Repair ‘HANDBRAKE HANDLE’.
03.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 9

04.10.1991 Reclassified from wagon ‘AMAX 9 A’ to ’ wagon ‘AZMA 9 Q’.

AMAX 10

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘COUPLER COMPLETE’.
13.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1989 Repair ‘LADDER’.
13.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1989 Repair ‘SIDE BEARER’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘WEAR PLATES & SADDLES’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.07.1990 Repair ‘LADDER’.
30.07.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘HANDRAILS’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘HANDRAILS’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 11

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMAX 12

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘HANDRAILS’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘WEAR PLATES & SADDLES’.
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘GRADE CONTROL VALVE’.
30.08.1990 Repair ‘HANDRAILS’.
30.08.1990 Repair ‘WEAR PLATES & SADDLES’.
23.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 13

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘CARD OR CLIP HOLDER’.
07.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1989 Repair ‘HANDRAILS’.
07.11.1989 Repair ‘HANDRAILS END’.
07.11.1989 Repair ‘ROOF SHEET’.
07.11.1989 Repair ‘SIDE BEARER’.
07.11.1989 Repair ‘SIDE MEMBER’.
07.11.1989 Repair ‘STEP’.
07.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘BRAKE LEVER’.
24.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.02.1990 Repair ‘COUPLER KNUCKLE’.
24.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 14

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘DOOR COMPLETE’.
02.11.1989 Repair ‘WEAR PLATES & SADDLES’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMAX 15

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘BRAKE LEVER’.
30.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.04.1990 Repair ‘END HOSE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1990 Repair ‘STEP’.
30.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE SIDEFRAME’.
18.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘HANDRAILS’.
18.09.1990 Repair ‘WHEEL SET’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘HANDRAILS’.
25.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 16

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Repair ‘TRAIN PIPE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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16.10.1990 Repair ‘BRAKE LEVER’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘HANDRAILS’.
16.10.1990 Repair ‘STEP’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 17

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 18

29.08.1989 Repair ‘STEP’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘HANDRAILS’.
18.09.1989 Repair ‘WEAR PLATES & SADDLES’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 19

30.10.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.08.1990 Repair ‘WEAR PLATES & SADDLES’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘WEAR PLATES & SADDLES’.
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23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘HANDRAILS’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘HANDRAILS’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE SPRING’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMAX 20

14.03.1990 Repair ‘HANDRAILS’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.06.1990 Repair ‘BRAKE LEVER’.
07.06.1990 Repair ‘BRAKE PULL ROD’.
07.06.1990 Repair ‘CARD OR CLIP HOLDER’.
07.06.1990 Repair ‘CARD OR CLIP HOLDER’.
07.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘HANDRAILS’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1990 Repair ‘STEP’.
07.06.1990 Repair ‘STEP’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.87 Wagon classification starting with ‘AMB’

AMBF 200

16.01.1989 Reclassified from wagon ‘AMBF 200 C’ to ’ wagon ‘AMBX 200 F’.

AMBF 207

04.01.1989 Reclassified from wagon ‘AMBF 207 T’ to ’ wagon ‘AMBX 207 W’.
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AMBF 208

14.01.1991 Reclassified from wagon ‘AMBF 208 F’ to ’ wagon ‘AMBX 208 X’.

AMBF 210

14.01.1989 Reclassified from wagon ‘AMBF 210 K’ to ’ wagon ‘AMBX 210 N’.

AMBF 212

14.01.1989 Reclassified from wagon ‘AMBF 212 F’ to ’ wagon ‘AMBX 212 X’.

AMBF 216

17.01.1989 Reclassified from wagon ‘AMBF 216 S’ to ’ wagon ‘AMBX 216 V’.

AMBF 220

01.02.1989 Reclassified from wagon ‘AMBF 220 S’ to ’ wagon ‘AMBX 220 V’.

AMBF 223

14.01.1989 Reclassified from wagon ‘AMBF 223 W’ to ’ wagon ‘AMBX 223 C’.

AMBF 224

23.05.1989 Reclassified from wagon ‘AMBF 224 X’ to ’ wagon ‘AMBX 224 L’.

AMBF 231

18.01.1989 Reclassified from wagon ‘AMBF 231 M’ to ’ wagon ‘AMBX 231 P’.

AMBP 236

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

21.03.1990 Repair ‘END HOSE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRAKE LEVER’.
14.06.1990 Repair ‘BRAKE PULL ROD’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BRAKE LEVER’.
18.06.1990 Repair ‘BRAKE PULL ROD’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘END BRAKE COCK’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
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18.09.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 237

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘VEHICLE RECLASSIFY’.
11.09.1989 Repair ‘VEHICLE STENCILS’.
11.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 237 A’
18.09.1989 Repair ‘END HOSE’.
18.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AMBX 237 A’
14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM

EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘HANDRAILS END’.
28.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 237 A’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BEARERS’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘BRAKE PULL ROD’.
23.08.1990 Repair ‘END HOSE’.
23.08.1990 Repair ‘HANDBRAKE HANDLE’.
23.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1990 Repair ‘VEHICLE RECLASSIFY’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Repair ‘WHEEL SET’.
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23.08.1990 Issued at location ‘Peterborough’ with a previous code of wagon
‘AMBX 237 A’

19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE
WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

06.05.1991 Repair ‘HANDRAILS’.
31.05.1991 Repair ‘HANDBRAKE HANDLE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
17.09.1992 Repair ‘TRAIN PIPE (END)’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 239

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

05.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.09.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1989 Repair ‘BOGIE SIDEFRAME’.
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 243

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘SIDE BEARER’.
02.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BRAKE LEVER’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘BRAKE PULL ROD’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE PIN’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1990 Repair ‘BRAKE BLOCK OTHER’.
17.02.1990 Repair ‘BRAKE BLOCK OTHER’.
17.02.1990 Repair ‘BRAKE LEVER’.
17.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1990 Repair ‘COUPLER KNUCKLE’.
17.02.1990 Repair ‘END HOSE’.
17.02.1990 Repair ‘GRADE CONTROL VALVE’.
17.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1990 Repair ‘SIDE BEARER’.
09.03.1990 Repair ‘AXLEBOX’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘END BRAKE COCK’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
23.04.1990 Repair ‘BOGIE ADAPTER’.
20.10.1991 Repair ‘LADDER’.
20.10.1991 Repair ‘STEP’.
20.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1991 Repair ‘WEAR PLATES & SADDLES’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 245

14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM
EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘BRANCH PIPE’.
30.04.1990 Repair ‘END BRAKE COCK’.
30.04.1990 Repair ‘END HOSE’.
30.04.1990 Repair ‘SIDE BEARER’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMBX 245 N’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 245 N’
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘VEHICLE RECLASSIFY’.
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26.07.1990 Repair ‘VEHICLE STENCILS’.
26.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 245 N’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BEARERS’.
30.07.1990 Repair ‘BOGIE BOLSTER’.
30.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.07.1990 Repair ‘BRAKE LEVER’.
30.07.1990 Repair ‘BRAKE PULL ROD’.
30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1990 Repair ‘SIDE BEARER’.
30.07.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1991 Repair ‘BRAKE PULL ROD’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.01.1992 Repair ‘STEP’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
14.12.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1993 Repair ‘HANDBRAKE HANDLE’.
14.04.1993 Repair ‘WHEEL SET’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘EMPTY LOAD VALVE’.
10.05.1993 Repair ‘GRADE CONTROL VALVE’.
10.05.1993 Repair ‘WHEEL SET’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMBP 246

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 246 W’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘HANDRAILS’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 246 W’
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘GRADE CONTROL VALVE’.
30.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.04.1990 Repair ‘BRAKE PIN’.
02.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 248

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Repair ‘VEHICLE RETARE’.
21.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AMBX 248 R’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BEARERS’.
01.08.1989 Repair ‘BOGIE SPRING’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘END HOSE’.
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01.08.1989 Repair ‘GRADE CONTROL VALVE’.
09.08.1989 Repair ‘BRAKE PIN’.
11.08.1989 Repair ‘BRAKE LEVER’.
11.08.1989 Repair ‘BRAKE PULL ROD’.
30.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘STRIKING CASTING’.
18.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
02.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘SIDE BEARER’.
18.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 250

14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM
EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

12.02.1990 Repair ‘LADDER’.
12.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 250 W’
26.05.1990 Repair ‘STEP’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 250 W’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 250 W’
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘VEHICLE RECLASSIFY’.
11.07.1990 Repair ‘VEHICLE STENCILS’.
11.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 250 W’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BEARERS’.

2231



2. TIMS GROUP INFORMATION - WAGONS

17.07.1990 Repair ‘BOGIE BOLSTER’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.07.1990 Repair ‘BRAKE LEVER’.
17.07.1990 Repair ‘BRAKE PULL ROD’.
17.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.07.1990 Repair ‘SIDE BEARER’.
17.07.1990 Repair ‘VEHICLE STENCILS’.
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1991 Repair ‘BRAKE PULL ROD’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘TRAIN PIPE’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE PULL ROD’.
11.11.1991 Repair ‘END BRAKE COCK’.
11.11.1991 Repair ‘TRAIN PIPE’.
07.02.1992 Repair ‘STEP’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘TRAIN PIPE (END)’.
15.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1992 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BRANCH PIPE’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘HANDBRAKE WHEEL’.
07.01.1993 Repair ‘TRAIN PIPE’.
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23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 252

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘VEHICLE COMPLETE’.
06.07.1989 Repair ‘VEHICLE RECLASSIFY’.
06.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AMBX 252 R’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PIN’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘SIDE BEARER’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE PIN’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘BRAKE PIN’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
30.08.1989 Repair ‘NYLON HOSE’.
05.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Repair ‘BOGIE ADAPTER’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘END BRAKE COCK’.
18.06.1990 Repair ‘END HOSE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
18.06.1990 Repair ‘HANDRAILS’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 253

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

12.12.1989 Repair ‘BOGIE COMPLETE’.
12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
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12.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon
‘AMBX 253 D’

07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.02.1990 Repair ‘BRAKE LEVER’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘STEP’.
07.02.1990 Repair ‘VEHICLE COMPLETE’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘BRAKE PULL ROD’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE LEVER’.
05.03.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 254

14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM
EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘HANDRAILS’.
28.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMBX 254 M’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BEARERS’.
29.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1990 Repair ‘BRAKE LEVER’.
29.10.1990 Repair ‘BRAKE PULL ROD’.
29.10.1990 Repair ‘COUPLER KNUCKLE’.
29.10.1990 Repair ‘END HOSE’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Repair ‘SIDE BEARER’.
29.10.1990 Repair ‘STEP’.
29.10.1990 Repair ‘TRAIN PIPE (END)’.
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29.10.1990 Repair ‘WHEEL SET’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘VEHICLE RECLASSIFY’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 254 M’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

31.05.1991 Repair ‘HANDBRAKE HANDLE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 257

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BEARERS’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 257 Q’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘HANDRAILS’.
11.12.1989 Repair ‘STEP’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 257 Q’
14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM

EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

18.01.1991 Repair ‘BOGIE COMPLETE’.
18.01.1991 Repair ‘VEHICLE RECLASSIFY’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
18.01.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 257 Q’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE BEARERS’.
21.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘BRAKE LEVER’.
21.01.1991 Repair ‘BRAKE LEVER’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
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21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘SIDE BEARER’.
21.01.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
21.01.1991 Repair ‘WHEEL SET’.
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

31.05.1991 Repair ‘HANDBRAKE HANDLE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 260

14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM
EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

26.01.1990 Repair ‘END HOSE’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMBX 260 H’
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘VEHICLE RECLASSIFY’.
27.11.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 260 H’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE ADAPTER’.
28.11.1990 Repair ‘BOGIE BEARERS’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.11.1990 Repair ‘BRAKE LEVER’.
28.11.1990 Repair ‘BRAKE PULL ROD’.
28.11.1990 Repair ‘END HOSE’.
28.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1990 Repair ‘SIDE BEARER’.
28.11.1990 Repair ‘WHEEL SET’.
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

18.03.1991 Repair ‘END HOSE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘BOGIE SPRING’.
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03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘END HOSE’.
03.04.1991 Repair ‘HANDBRAKE WHEEL’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘HANDRAILS’.
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE SIDEFRAME’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘HANDRAILS’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
13.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1993 Repair ‘WHEEL SET’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘END HOSE’.
21.07.1993 Repair ‘WHEEL SET’.
23.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1993 Repair ‘WHEEL SET’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 261

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

06.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 261 Q’
18.07.1989 Repair ‘END HOSE’.
18.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 261 Q’
03.10.1989 Repair ‘END HOSE’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMBX 261 Q’
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01.12.1989 Repair ‘BOGIE COMPLETE’.
01.12.1989 Repair ‘VEHICLE COMPLETE’.
01.12.1989 Repair ‘VEHICLE RECLASSIFY’.
01.12.1989 Repair ‘VEHICLE STENCILS’.
01.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AMBX 261 Q’
24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘BOGIE ADAPTER’.
24.02.1990 Repair ‘COUPLER KNUCKLE’.
24.02.1990 Repair ‘EMPTY LOAD VALVE’.
24.02.1990 Repair ‘GRADE CONTROL VALVE’.
24.02.1990 Repair ‘SIDE BEARER’.
28.02.1990 Repair ‘END HOSE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 265

14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM
EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘HANDRAILS’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘STRIKING CASTING’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 265 G’
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘VEHICLE RECLASSIFY’.
25.06.1990 Repair ‘VEHICLE STENCILS’.
25.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 265 G’
29.06.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘BRAKE PULL ROD’.
30.05.1991 Repair ‘HANDBRAKE HANDLE’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.08.1991 Repair ‘HANDRAILS END’.
24.11.1992 Repair ‘BRAKE LEVER’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE SIDEFRAME’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BEARINGS’.
12.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘HANDRAILS’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
04.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1993 Repair ‘YOKE COMPLETE’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COUPLER COMPLETE’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘WEAR PLATES & SADDLES’.
07.05.1993 Repair ‘YOKE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 266

14.12.1990 Reclassified from wagon ‘AMBP 266 G’ to ’ wagon ‘AMRP 266 X’.

AMBP 267

20.06.1988 Alteration complete ‘FIT PASSENGER TYPE BOGIES TO 20 ‘AMBX’ CAR
CARRIERS AND RECLASSIFY TO ‘AMBP’. RETAINING THE EXISTING SERIAL
NUMBERS. 20 WAGONS TO BE SELECTED. (RS4294)’. New class: ‘AMBP’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘END HOSE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Repair ‘SIDE BEARER’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE PULL ROD’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘END HOSE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘AXLEBOX’.
18.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBP 270

07.12.1990 Reclassified from wagon ‘AMBP 270 G’ to ’ wagon ‘AMRP 270 X’.

AMBX 200

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Repair ‘END BRAKE COCK’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 201

18.04.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘STEP’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.07.1990 Repair ‘WHEEL SET’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 202

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.04.1990 Repair ‘FLOOR SHEETING’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘END HOSE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘SIDE BEARER’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 204

03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRANCH PIPE’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘END BRAKE COCK’.
03.07.1990 Repair ‘GRADE CONTROL VALVE’.
03.07.1990 Repair ‘STEP’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘HITCH LOCK MECHANISM’.
16.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 205

31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1990 Repair ‘BRANCH PIPE’.
31.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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31.01.1990 Repair ‘WHEEL SET’.
05.03.1991 Repair ‘STEP’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 206

26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘BRANCH PIPE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1990 Repair ‘WEAR PLATES & SADDLES’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘FLOOR SHEETING’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘HANDBRAKE WHEEL’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 207

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
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‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRANCH PIPE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘FLOOR COMPLETE’.
07.03.1990 Repair ‘WEAR PLATES & SADDLES’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘BRAKE LEVER’.
23.07.1990 Repair ‘BRAKE PULL ROD’.
23.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1990 Repair ‘STEP’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘WEAR PLATES & SADDLES’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE CONTROL PIPE’.
17.08.1990 Repair ‘TRAIN PIPE (END)’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
06.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRAKE BLOCK RB95’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE CONTROL PIPE’.
26.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 208

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
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BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘VEHICLE RECLASSIFY’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
14.01.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AMBF 208 F’
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 209

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 210

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 211

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 212

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘COUPLER KNUCKLE SPRING’.
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14.08.1989 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 213

23.06.1989 Reclassified from wagon ‘AMBX 213 R’ to ’ wagon ‘AMBY 213 V’.

AMBX 214

29.08.1989 Reclassified from wagon ‘AMBX 214 D’ to ’ wagon ‘AMBY 214 H’.

AMBX 215

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 216

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 217

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 219

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.12.1989 Repair ‘FLOOR SHEETING’.
08.02.1991 Repair ‘FLOOR COMPLETE’.

2245



2. TIMS GROUP INFORMATION - WAGONS

23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 220

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘STEP’.
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRANCH PIPE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘HANDBRAKE WHEEL’.
25.03.1991 Repair ‘SIDE SHEET’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘END BRAKE COCK’.
10.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 221

06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘STEP’.
10.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 222

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
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20.12.1989 Repair ‘FLOOR SHEETING’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘GRADE CONTROL VALVE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1992 Repair ‘BRANCH PIPE’.
25.01.1992 Repair ‘COUPLER KNUCKLE’.
25.01.1992 Repair ‘HANDRAILS’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 223

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE LEVER’.
25.07.1989 Repair ‘END BRAKE COCK’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘BRAKE LEVER’.
07.09.1989 Repair ‘TRAIN PIPE (END)’.
07.09.1989 Repair ‘TRAIN PIPE’.
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02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘SIDE MEMBER’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘BRAKE LEVER’.
03.01.1990 Repair ‘HANDRAILS’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.02.1990 Repair ‘STEP’.
07.02.1990 Repair ‘WEAR PLATES & SADDLES’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRAKE CONTROL PIPE’.
20.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.04.1990 Repair ‘BRAKE LEVER’.
20.04.1990 Repair ‘BRANCH PIPE’.
20.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘BRANCH PIPE’.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB95’.
07.09.1990 Repair ‘FLOOR SHEETING’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRAKE BLOCK RB95’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BODY COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘BRANCH PIPE’.
16.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.11.1990 Repair ‘END SILL’.
16.11.1990 Repair ‘HANDRAILS END’.
16.11.1990 Repair ‘STEP’.
16.11.1990 Repair ‘STEP’.
29.11.1990 Repair ‘VEHICLE COMPLETE’.
15.12.1990 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMBX 224

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE LEVER’.
05.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
18.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
20.06.1990 Repair ‘STEP’.
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1990 Repair ‘FLOOR BOARDS’.
21.07.1990 Repair ‘FLOOR SHEETING’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘BRANCH PIPE’.
20.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1990 Repair ‘TRAIN PIPE (END)’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1990 Repair ‘YOKE COMPLETE’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRANCH PIPE’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘FLOOR COMPLETE’.
19.02.1991 Repair ‘WHEEL SET’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMBX 225

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 226

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRANCH PIPE’.
14.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘END HOSE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BEARINGS’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.08.1990 Repair ‘FLOOR SHEETING’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘SIDE STEP’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 227

17.10.1988 Reclassified from wagon ‘AMBX 227 P’ to ’ wagon ‘AMBY 227 T’.

AMBX 228

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1989 Repair ‘END HOSE’.
07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Repair ‘STEP’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 229

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘STEP’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
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14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BEARERS’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1990 Repair ‘END BRAKE COCK’.
03.09.1990 Repair ‘END HOSE’.
03.09.1990 Repair ‘GRADE CONTROL VALVE’.
03.09.1990 Repair ‘HANDRAILS’.
03.09.1990 Repair ‘STEP’.
03.09.1990 Repair ‘TOP CENTRE PLATE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘END HOSE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘WHEEL SET’.
10.11.1990 Repair ‘BOGIE BEARINGS’.
16.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 231

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

14.11.1989 Repair ‘HANDRAILS’.
14.11.1989 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘END HOSE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Repair ‘TOP CENTRE PLATE’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1990 Repair ‘BRAKE CONTROL PIPE’.
10.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.08.1990 Repair ‘END HOSE’.
10.08.1990 Repair ‘HANDRAILS’.
10.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1990 Repair ‘STEP’.
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10.08.1990 Repair ‘TRAIN PIPE (END)’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
23.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.05.1993 Repair ‘SIDE BEARER’.
27.05.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 233

24.10.1989 Reclassified from wagon ‘AMBX 233 K’ to ’ wagon ‘AMBY 233 Y’.

AMBX 234

10.05.1993 Alteration complete ‘SUPPLY 2 GOOD CONDITION 50T R.C. BOGIES FOR
AMBX234 CAR CARRIER. SIDE BEARER PLATES ARE TO BE REMOVED &
REPLACED WITH SIDEBEARER WEDGES AND FIT BOGIE BOLSTERS WITH
MINER TCC-II-35XX TO DRAWING W1-254. WHEN COMPLETED RED CARD
WAGON TO NO.1 S.G. REPAIR RD. DRY CREEK AND ADVISE P. KUTZNER ON
4913. AMBX234 (RD0009)’.

28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘BOGIE FRICTION WEDGE’.
28.05.1993 Repair ‘BRAKE BLOCK OTHER’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1993 Repair ‘SIDE BEARER’.
12.08.1993 Repair ‘END HOSE’.
12.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘END HOSE’.
25.08.1993 Repair ‘GRADE CONTROL VALVE’.
25.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 235

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘HANDBRAKE WHEEL’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBX 236

18.11.1988 Reclassified from wagon ‘AMBX 236 Y’ to ’ wagon ‘AMBP 236 F’.

AMBX 237

23.08.1990 Reclassified from wagon ‘AMBX 237 A’ to ’ wagon ‘AMBP 237 Y’.

AMBX 239

28.10.1988 Reclassified from wagon ‘AMBX 239 S’ to ’ wagon ‘AMBP 239 J’.

AMBX 243

07.06.1989 Reclassified from wagon ‘AMBX 243 S’ to ’ wagon ‘AMBP 243 J’.

AMBX 245

26.07.1990 Reclassified from wagon ‘AMBX 245 N’ to ’ wagon ‘AMBP 245 E’.

AMBX 246

08.08.1989 Reclassified from wagon ‘AMBX 246 W’ to ’ wagon ‘AMBP 246 N’.

AMBX 248

21.07.1989 Reclassified from wagon ‘AMBX 248 R’ to ’ wagon ‘AMBP 248 X’.

AMBX 250

11.07.1990 Reclassified from wagon ‘AMBX 250 W’ to ’ wagon ‘AMBP 250 N’.

AMBX 252

06.07.1989 Reclassified from wagon ‘AMBX 252 R’ to ’ wagon ‘AMBP 252 X’.

AMBX 253

12.12.1989 Reclassified from wagon ‘AMBX 253 D’ to ’ wagon ‘AMBP 253 R’.

AMBX 254

30.10.1990 Reclassified from wagon ‘AMBX 254 M’ to ’ wagon ‘AMBP 254 D’.

AMBX 257

18.01.1991 Reclassified from wagon ‘AMBX 257 Q’ to ’ wagon ‘AMBP 257 H’.
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AMBX 260

27.11.1990 Reclassified from wagon ‘AMBX 260 H’ to ’ wagon ‘AMBP 260 V’.

AMBX 261

01.12.1989 Reclassified from wagon ‘AMBX 261 Q’ to ’ wagon ‘AMBP 261 H’.

AMBX 265

25.06.1990 Reclassified from wagon ‘AMBX 265 G’ to ’ wagon ‘AMBP 265 U’.
25.06.1990 Reclassified from wagon ‘AMBX 265 G’ to ’ wagon ‘AMBY 265 K’.

AMBX 267

18.04.1989 Reclassified from wagon ‘AMBX 267 B’ to ’ wagon ‘AMBP 267 P’.

AMBX 270

14.06.1990 Reclassified from wagon ‘AMBX 270 P’ to ’ wagon ‘AMBY 270 T’.

AMBX 272

29.06.1990 Reclassified from wagon ‘AMBX 272 K’ to ’ wagon ‘AMBY 272 Y’.

AMBY 213

29.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 4 NO. ‘AMBX’ CAR CARRIERS IN ACCORDANCE
WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED TO ‘AMBY‘.
RECLASSIFY BOGIES ‘ASSC‘. AMBX (4 NO. TO BE SELECTED) (RS4345)’. New
class: ‘AMBY’.

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘STEP’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘VEHICLE STENCILS’.
21.04.1990 Repair ‘FLOOR SHEETING’.
21.04.1990 Repair ‘HANDRAILS’.
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21.04.1990 Repair ‘STEP’.
26.06.1990 Repair ‘FLOOR BOARDS’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘BRAKE LEVER’.
23.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘END BRAKE COCK’.
23.07.1990 Repair ‘GRADE CONTROL VALVE’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Repair ‘WHEEL SET’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘ISOLATING COCK’.
11.04.1991 Repair ‘TRAIN PIPE (END)’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Repair ‘SIDE SHEET’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘WEAR PLATES & SADDLES’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBY 214

29.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 4 NO. ‘AMBX’ CAR CARRIERS IN ACCORDANCE
WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED TO ‘AMBY‘.
RECLASSIFY BOGIES ‘ASSC‘. AMBX (4 NO. TO BE SELECTED) (RS4345)’. New
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class: ‘AMBY’.
29.08.1989 Repair ‘BOGIE BEARERS’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1989 Repair ‘FLOOR BOARDS’.
29.08.1989 Repair ‘HANDRAILS’.
29.08.1989 Repair ‘SIDE BEARER’.
29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1989 Repair ‘VEHICLE RECLASSIFY’.
29.08.1989 Repair ‘WEAR PLATES & SADDLES’.
29.08.1989 Repair ‘YOKE PIN’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMBX 214 D’
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMBX 214 D’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRANCH PIPE’.
14.12.1989 Repair ‘ISOLATING COCK’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘FLOOR BOARDS’.
24.04.1990 Repair ‘FLOOR SHEETING’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘STEP’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE LEVER’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘BRANCH PIPE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1992 Repair ‘BRAKE BLOCK RB95’.
27.02.1992 Repair ‘WHEEL SET’.
02.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBY 227

29.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 4 NO. ‘AMBX’ CAR CARRIERS IN ACCORDANCE
WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED TO ‘AMBY‘.
RECLASSIFY BOGIES ‘ASSC‘. AMBX (4 NO. TO BE SELECTED) (RS4345)’. New
class: ‘AMBY’.
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24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘STEP’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘BOGIE COMPLETE’.
25.11.1989 Repair ‘CARD OR CLIP HOLDER’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘END HOSE’.
25.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1989 Repair ‘STEP’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘FLOOR SHEETING’.
27.02.1990 Repair ‘VEHICLE COMPLETE’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRAKE PULL ROD’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1990 Repair ‘FLOOR COMPLETE’.
29.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1990 Repair ‘SIDE BEARER’.
29.03.1990 Repair ‘TOP CENTRE PLATE’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
29.03.1990 Repair ‘YOKE COMPLETE’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1990 Repair ‘WHEEL SET’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK OTHER’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘RELAY VALVE’.

2257



2. TIMS GROUP INFORMATION - WAGONS

12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBY 233

29.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 4 NO. ‘AMBX’ CAR CARRIERS IN ACCORDANCE
WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED TO ‘AMBY‘.
RECLASSIFY BOGIES ‘ASSC‘. AMBX (4 NO. TO BE SELECTED) (RS4345)’. New
class: ‘AMBY’.

25.10.1988 Alteration complete ‘CONVERT ** 20 NO.** ‘AMBX’ WAGONS TO BROAD
GAUGE. RECLASSIFY ‘AMBF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT
30 T R/C PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX
(RS4353 & RS4354) TO BE RECLASSIFIED. (RS4353)’. New class: ‘AMBF’.

20.12.1988 Alteration complete ‘CONVERT 13 NO. ‘AMBF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMBX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4353.
AMBF. (RS4366)’. New class: ‘AMBX’.

11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘HANDRAILS END’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 233 K’
14.07.1989 Repair ‘END BRAKE COCK’.
14.07.1989 Repair ‘END HOSE’.
14.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AMBX 233 K’
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMBX 233 K’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.10.1989 Repair ‘SIDE BEARER’.
24.10.1989 Repair ‘STEP’.
24.10.1989 Repair ‘VEHICLE RECLASSIFY’.
24.10.1989 Repair ‘YOKE COMPLETE’.
24.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMBX 233 K’
31.10.1989 Repair ‘VEHICLE COMPLETE’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1989 Repair ‘FLOOR BOARDS’.
14.12.1989 Repair ‘FLOOR SHEETING’.
14.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1989 Repair ‘ROOF BOARDS’.
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15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘STEP’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘STEP’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
26.04.1990 Repair ‘FLOOR BOARDS’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.05.1990 Repair ‘SIDE BEARER’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
03.07.1991 Repair ‘TRAIN PIPE’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1992 Repair ‘END HOSE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE BEARINGS’.
04.01.1993 Repair ‘BRAKE CONTROL PIPE’.
04.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
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12.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.04.1993 Repair ‘WHEEL SET’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1993 Repair ‘WHEEL SET’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE BLOCK RB95’.
23.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.07.1993 Repair ‘BRAKE LEVER’.
23.07.1993 Repair ‘BRAKE PULL ROD’.
23.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Repair ‘WHEEL SET’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMBY 265

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘HANDRAILS’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘STRIKING CASTING’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 265 G’
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘VEHICLE RECLASSIFY’.
25.06.1990 Repair ‘VEHICLE STENCILS’.
25.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 265 G’
29.06.1990 Repair ‘BOGIE COMPLETE’.

AMBY 270

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 270 P’
26.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 270 P’
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14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE PULL ROD’.
14.05.1990 Repair ‘WHEEL SET’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 270 P’
22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 270 P’
14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 270 P’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BEARERS’.
15.06.1990 Repair ‘BOGIE BOLSTER’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘BRAKE LEVER’.
15.06.1990 Repair ‘BRAKE PIN’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘BRAKE SPRING’.
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘SIDE BEARER’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Repair ‘WEAR PLATES & SADDLES’.
15.06.1990 Repair ‘WHEEL SET’.
29.06.1990 Repair ‘BOGIE COMPLETE’.

AMBY 272

03.07.1989 Repair ‘END HOSE’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 272 K’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 272 K’
28.10.1989 Repair ‘END HOSE’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBX 272 K’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘COUPLER COMPLETE’.
30.05.1990 Repair ‘HANDRAILS’.
30.05.1990 Repair ‘HANDRAILS END’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
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30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMBX 272 K’
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘BOGIE CONVERTED BROAD TO STANDARD’.
29.06.1990 Repair ‘VEHICLE RECLASSIFY’.
29.06.1990 Repair ‘VEHICLE STENCILS’.
29.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBX 272 K’

2.88 Wagon classification starting with ‘AMC’

AMCF 1337

18.01.1989 Reclassified from wagon ‘AMCF 1337 N’ to ’ wagon ‘AMCX 1337 Q’.

AMCF 1425

17.01.1989 Reclassified from wagon ‘AMCF 1425 R’ to ’ wagon ‘AMCX 1425 U’.

AMCF 1528

18.01.1989 Reclassified from wagon ‘AMCF 1528 F’ to ’ wagon ‘AMCX 1528 X’.

AMCF 1533

14.01.1989 Reclassified from wagon ‘AMCF 1533 Y’ to ’ wagon ‘AMCX 1533 R’.

AMCX 1327

09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE STENCILS’.
09.10.1989 Repair ‘WEAR PLATES & SADDLES’.
05.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRAKE BLOCK RB95’.
11.01.1990 Repair ‘BRAKE PULL ROD’.
11.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.07.1991 Repair ‘HANDRAILS END’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
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07.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
11.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1328

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1989 Repair ‘WHEEL SET’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Repair ‘WEAR PLATES & SADDLES’.
20.03.1990 Repair ‘YOKE COMPLETE’.
04.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1329

27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Repair ‘BRAKE PULL ROD’.
04.09.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Repair ‘BOGIE BEARINGS’.
03.01.1991 Repair ‘BOGIE BEARINGS’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.01.1992 Repair ‘HANDRAILS’.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1330

28.07.1989 Repair ‘END BRAKE COCK’.
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.12.1992 Repair ‘TRAIN PIPE (END)’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1331

21.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘HANDRAILS END’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘BRAKE PULL ROD’.
30.10.1989 Repair ‘BRANCH PIPE’.
30.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1332

21.07.1989 Repair ‘HANDRAILS END’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
15.11.1989 Repair ‘WEAR PLATES & SADDLES’.
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.12.1989 Repair ‘BRAKE PULL ROD’.
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15.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1989 Repair ‘COUPLER KNUCKLE’.
15.12.1989 Repair ‘GRADE CONTROL VALVE’.
15.12.1989 Repair ‘WHEEL SET’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRANCH PIPE’.
05.03.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘TRAIN PIPE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1333

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘GRADE CONTROL VALVE’.
13.12.1990 Repair ‘HANDRAILS’.
13.12.1990 Repair ‘SIDE BEARER’.
13.12.1990 Repair ‘WEAR PLATES & SADDLES’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRANCH PIPE’.
04.09.1991 Repair ‘GRADE CONTROL VALVE’.
04.09.1991 Repair ‘HANDRAILS’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Repair ‘YOKE CARRIER’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BEARERS’.
26.03.1993 Repair ‘BRANCH PIPE’.
26.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1334

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘HANDRAILS END’.
02.12.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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09.09.1991 Repair ‘HANDRAILS’.
09.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1991 Repair ‘WEAR PLATES & SADDLES’.
10.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1992 Repair ‘YOKE CARRIER’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1335

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘YOKE CARRIER’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BRAKE BLOCK RB95’.
12.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘WEAR PLATES & SADDLES’.
12.06.1990 Repair ‘YOKE FOLLOWER’.
08.11.1990 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1336

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Repair ‘END HOSE’.
09.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1989 Repair ‘TRAIN PIPE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1337

31.10.1988 Alteration complete ‘CONVERT ** 20 NO. ** ‘AMCX’ TO BROAD GAUGE.
RECLASSIFY ‘AMCF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT 30 T R/C
PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX (RS4353
& RS4354) TO BE RECLASSIFIED. (RS4354)’. New class: ‘AMCF’.

20.12.1988 Alteration complete ‘CONVERT 4 NO. ‘AMCF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMCX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4354.
AMCF. (RS4367)’. New class: ‘AMCX’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Repair ‘BOGIE BEARERS’.
16.11.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1990 Repair ‘HANDBRAKE HANDLE’.
16.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1990 Repair ‘STEP’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.02.1991 Repair ‘GRADE CONTROL VALVE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1338

03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMCX 1423

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘COUPLER KNUCKLE’.
09.02.1990 Repair ‘STEP’.
09.02.1990 Repair ‘YOKE CARRIER’.
13.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1990 Repair ‘STRIKING CASTING’.
17.10.1990 Repair ‘YOKE CARRIER’.
16.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘VEHICLE STENCILS’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.05.1991 Repair ‘END HOSE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘YOKE CARRIER’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘FLOOR SHEETING’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
20.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1424

03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1425

31.10.1988 Alteration complete ‘CONVERT ** 20 NO. ** ‘AMCX’ TO BROAD GAUGE.
RECLASSIFY ‘AMCF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT 30 T R/C
PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX (RS4353
& RS4354) TO BE RECLASSIFIED. (RS4354)’. New class: ‘AMCF’.

20.12.1988 Alteration complete ‘CONVERT 4 NO. ‘AMCF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
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‘AMCX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4354.
AMCF. (RS4367)’. New class: ‘AMCX’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Repair ‘STEP’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRANCH PIPE’.
25.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1426

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE SPRING’.
06.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘BRAKE LEVER’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1992 Repair ‘BOGIE BEARINGS’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1427

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.04.1992 Repair ‘STRIKING CASTING’.
03.04.1992 Repair ‘WHEEL SET’.
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘BOGIE COMPLETE’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

2269



2. TIMS GROUP INFORMATION - WAGONS

10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1428

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘STEP’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
28.05.1990 Repair ‘BRAKE LEVER’.
28.05.1990 Repair ‘BRAKE PULL ROD’.
28.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.05.1990 Repair ‘END BRAKE COCK’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
16.07.1990 Repair ‘END HOSE’.
29.11.1990 Repair ‘TRAIN PIPE (END)’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1528

31.10.1988 Alteration complete ‘CONVERT ** 20 NO. ** ‘AMCX’ TO BROAD GAUGE.
RECLASSIFY ‘AMCF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT 30 T R/C
PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX (RS4353
& RS4354) TO BE RECLASSIFIED. (RS4354)’. New class: ‘AMCF’.

20.12.1988 Alteration complete ‘CONVERT 4 NO. ‘AMCF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMCX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4354.
AMCF. (RS4367)’. New class: ‘AMCX’.

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1529

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.06.1990 Repair ‘TOP CENTRE PLATE’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
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11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BRAKE PIN’.
11.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1531

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘END FRAME MEMBER’.
07.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.03.1990 Repair ‘HANDRAILS’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.06.1990 Repair ‘END BRAKE COCK’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1532

23.09.1989 Repair ‘CARD OR CLIP HOLDER’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘WHEEL SET’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMCX 1533

31.10.1988 Alteration complete ‘CONVERT ** 20 NO. ** ‘AMCX’ TO BROAD GAUGE.
RECLASSIFY ‘AMCF‘. STENCIL ‘NOT TO BE BOGIE EXCHANGED’. FIT 30 T R/C
PEDESTAL BOGIES (ABRA, ABNA). ** TOTAL OF 20 NO. AMBX & AMCX (RS4353
& RS4354) TO BE RECLASSIFIED. (RS4354)’. New class: ‘AMCF’.

20.12.1988 Alteration complete ‘CONVERT 4 NO. ‘AMCF’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL ‘NOT TO BE BOGIE EXCHANGED‘. RECLASSIFY
‘AMCX’ - RETAIN SAME NOS. THIS ALTERATION FORM CANCELS RS4354.
AMCF. (RS4367)’. New class: ‘AMCX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE STENCILS’.
13.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.03.1990 Repair ‘END BRAKE COCK’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Repair ‘TRAIN PIPE (END)’.
08.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1992 Repair ‘BRAKE PULL ROD’.
21.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1992 Repair ‘TOP CENTRE PLATE’.
21.09.1992 Repair ‘TRAIN PIPE’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1992 Repair ‘BRAKE PULL ROD’.
09.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘GRADE CONTROL VALVE’.
09.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1992 Repair ‘WHEEL SET’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.89 Wagon classification starting with ‘AMD’

AMDF 3149

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMDY 3138

25.07.1994 Reclassified from wagon ‘AMDY 3138 H’ to ’ wagon ‘RMDY 3138 B’.

AMDY 3139

29.04.1994 Reclassified from wagon ‘AMDY 3139 Q’ to ’ wagon ‘RMDY 3139 K’.

AMDY 3140

15.05.1994 Reclassified from wagon ‘AMDY 3140 M’ to ’ wagon ‘RMDY 3140 G’.

AMDY 3141

03.05.1994 Reclassified from wagon ‘AMDY 3141 V’ to ’ wagon ‘RMDY 3141 P’.

AMDY 3142

05.06.1994 Reclassified from wagon ‘AMDY 3142 H’ to ’ wagon ‘RMDY 3142 B’.

AMDY 3143

13.08.1994 Reclassified from wagon ‘AMDY 3143 Q’ to ’ wagon ‘RMDY 3143 K’.

AMDY 3144

12.06.1994 Reclassified from wagon ‘AMDY 3144 C’ to ’ wagon ‘RMDY 3144 T’.

AMDY 3145

30.04.1994 Reclassified from wagon ‘AMDY 3145 L’ to ’ wagon ‘RMDY 3145 F’.

AMDY 3146

11.06.1994 Reclassified from wagon ‘AMDY 3146 U’ to ’ wagon ‘RMDY 3146 Y’.

AMDY 3147

27.04.1994 Reclassified from wagon ‘AMDY 3147 G’ to ’ wagon ‘RMDY 3147 A’.
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AMDY 3148

09.05.1994 Reclassified from wagon ‘AMDY 3148 P’ to ’ wagon ‘RMDY 3148 J’.

AMDY 3149

02.05.1988 Reclassified from wagon ‘AMDY 3149 B’ to ’ wagon ‘AMDF 3149 R’.
03.05.1988 Reclassified from wagon ‘AMDY 3149 B’ to ’ wagon ‘AMNF 3149 B’.

AMDY 3150

03.05.1994 Reclassified from wagon ‘AMDY 3150 U’ to ’ wagon ‘RMDY 3150 Y’.

AMDY 3151

28.05.1994 Reclassified from wagon ‘AMDY 3151 G’ to ’ wagon ‘RMDY 3151 A’.

AMDY 3152

12.05.1994 Reclassified from wagon ‘AMDY 3152 P’ to ’ wagon ‘RMDY 3152 J’.

2.90 Wagon classification starting with ‘AMG’

AMGY 1799

15.05.1994 Reclassified from wagon ‘AMGY 1799 L’ to ’ wagon ‘RMGY 1799 F’.

AMGY 1800

15.05.1994 Reclassified from wagon ‘AMGY 1800 D’ to ’ wagon ‘RMGY 1800 U’.

AMGY 1801

26.04.1994 Reclassified from wagon ‘AMGY 1801 M’ to ’ wagon ‘RMGY 1801 G’.

AMGY 1802

13.05.1994 Reclassified from wagon ‘AMGY 1802 V’ to ’ wagon ‘RMGY 1802 P’.

AMGY 1803

29.05.1994 Reclassified from wagon ‘AMGY 1803 H’ to ’ wagon ‘RMGY 1803 B’.

AMGY 1804

05.06.1994 Reclassified from wagon ‘AMGY 1804 Q’ to ’ wagon ‘RMGY 1804 K’.
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2.91 Wagon classification starting with ‘AMI’

AMIY 2590

Details: wagon ‘AMIY 2590 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1987
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX MBY
Wagon Width: 2718mm
BSG Code: BSPM

Capacity of 10 cars

Fleet Grp Code: AA WP
Return to Service Date: 02.02.1994

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1990 Repair ‘TRAIN PIPE (END)’.
13.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘MBY 2590 E’
14.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘MBY 2590 E’
01.04.1993 Alteration complete ‘RECLASSIFY ‘MBY’ CAR CARRIERS TO ‘AMIY’

STENCIL ‘AMIY’ TO SIDES OF WAGON. MBY 2590 TO 2595. (RS4785)’. New
class: ‘AMIY’.

22.06.1993 Repair ‘VEHICLE RECLASSIFY’.
22.06.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘MBY 2590 E’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BEARINGS’.
30.07.1993 Repair ‘BOGIE WEAR PLATES’.
30.07.1993 Repair ‘WHEEL SET’.
10.09.1993 Alteration ‘REMOVE 2CM BOGIES AND FIT ALIGNED BOGIES WITH

TCC-II35X CONSTANT CONTACT SIDEBEARERS TO 6 NO. ‘AMIY’ CAR
CARRIERS FOR USE ON INDIAN PACIFIC. REMOVE BOGIE INTERNAL
SPRINGS - RECLASSIFY BOGIE ‘AAZB’. RECLASSIFY WAGON TO ‘AMIZ’.
STENCIL 115 KM/H. AMIY 2590 - 2595. (RS4820)’. New class: ‘AMIZ’.
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AMIY 2591

Details: wagon ‘AMIY 2591 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1990
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX MBY
BSG Code: BSPM

Capacity of 8 cars

Fleet Grp Code: AA WP
Return to Service Date: 06.01.1995

28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘MBY 2591 N’
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘MBY 2591 N’
01.04.1993 Alteration complete ‘RECLASSIFY ‘MBY’ CAR CARRIERS TO ‘AMIY’

STENCIL ‘AMIY’ TO SIDES OF WAGON. MBY 2590 TO 2595. (RS4785)’. New
class: ‘AMIY’.

05.07.1993 Repair ‘VEHICLE RECLASSIFY’.
05.07.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘MBY 2591 N’
10.09.1993 Alteration ‘REMOVE 2CM BOGIES AND FIT ALIGNED BOGIES WITH

TCC-II35X CONSTANT CONTACT SIDEBEARERS TO 6 NO. ‘AMIY’ CAR
CARRIERS FOR USE ON INDIAN PACIFIC. REMOVE BOGIE INTERNAL
SPRINGS - RECLASSIFY BOGIE ‘AAZB’. RECLASSIFY WAGON TO ‘AMIZ’.
STENCIL 115 KM/H. AMIY 2590 - 2595. (RS4820)’. New class: ‘AMIZ’.

02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.

AMIY 2592

07.06.1994 Reclassified from wagon ‘AMIY 2592 P’ to ’ wagon ‘AMIZ 2592 T’.

AMIY 2593

11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.04.1990 Repair ‘TRAIN PIPE (END)’.
11.04.1990 Repair ‘TRAIN PIPE’.
11.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘MBY 2593 X’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1990 Repair ‘DRAFT GEAR POCKET’.
24.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1990 Repair ‘WEAR PLATES & SADDLES’.
24.04.1990 Repair ‘YOKE COMPLETE’.
24.04.1990 Repair ‘YOKE FOLLOWER’.
24.04.1990 Repair ‘YOKE PIN’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘MBY 2593 X’
01.04.1993 Alteration complete ‘RECLASSIFY ‘MBY’ CAR CARRIERS TO ‘AMIY’

STENCIL ‘AMIY’ TO SIDES OF WAGON. MBY 2590 TO 2595. (RS4785)’. New
class: ‘AMIY’.

05.07.1993 Repair ‘VEHICLE RECLASSIFY’.
05.07.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘MBY 2593 X’
10.09.1993 Alteration ‘REMOVE 2CM BOGIES AND FIT ALIGNED BOGIES WITH

TCC-II35X CONSTANT CONTACT SIDEBEARERS TO 6 NO. ‘AMIY’ CAR
CARRIERS FOR USE ON INDIAN PACIFIC. REMOVE BOGIE INTERNAL
SPRINGS - RECLASSIFY BOGIE ‘AAZB’. RECLASSIFY WAGON TO ‘AMIZ’.
STENCIL 115 KM/H. AMIY 2590 - 2595. (RS4820)’. New class: ‘AMIZ’.

20.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.

AMIY 2594

Details: wagon ‘AMIY 2594 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1970
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX MBY
BSG Code: BSPM

Capacity of 8 cars
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Fleet Grp Code: AA
Return to Service Date: 02.12.1993

22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1993 Repair ‘BOGIE COMPLETE’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘MBY 2594 R’
01.04.1993 Alteration complete ‘RECLASSIFY ‘MBY’ CAR CARRIERS TO ‘AMIY’

STENCIL ‘AMIY’ TO SIDES OF WAGON. MBY 2590 TO 2595. (RS4785)’. New
class: ‘AMIY’.

29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘MBY 2594 R’
10.09.1993 Alteration ‘REMOVE 2CM BOGIES AND FIT ALIGNED BOGIES WITH

TCC-II35X CONSTANT CONTACT SIDEBEARERS TO 6 NO. ‘AMIY’ CAR
CARRIERS FOR USE ON INDIAN PACIFIC. REMOVE BOGIE INTERNAL
SPRINGS - RECLASSIFY BOGIE ‘AAZB’. RECLASSIFY WAGON TO ‘AMIZ’.
STENCIL 115 KM/H. AMIY 2590 - 2595. (RS4820)’. New class: ‘AMIZ’.

02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.12.1993 Repair ‘WHEEL SET’.

AMIY 2595

23.12.1992 Repair ‘STEP’.
23.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘MBY 2595 D’
01.04.1993 Alteration complete ‘RECLASSIFY ‘MBY’ CAR CARRIERS TO ‘AMIY’

STENCIL ‘AMIY’ TO SIDES OF WAGON. MBY 2590 TO 2595. (RS4785)’. New
class: ‘AMIY’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘MBY 2595 D’
10.09.1993 Alteration ‘REMOVE 2CM BOGIES AND FIT ALIGNED BOGIES WITH

TCC-II35X CONSTANT CONTACT SIDEBEARERS TO 6 NO. ‘AMIY’ CAR
CARRIERS FOR USE ON INDIAN PACIFIC. REMOVE BOGIE INTERNAL
SPRINGS - RECLASSIFY BOGIE ‘AAZB’. RECLASSIFY WAGON TO ‘AMIZ’.
STENCIL 115 KM/H. AMIY 2590 - 2595. (RS4820)’. New class: ‘AMIZ’.

08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
10.12.1993 Repair ‘WHEEL SET’.
25.02.1996 Reclassified from wagon ‘AMIY 2595 T’ to ’ wagon ‘AMIZ 2595 A’.

AMIZ 2592

Details: wagon ‘AMIZ 2592 T’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1975
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMIY
BSG Code: BSPM

Capacity of 8 cars

Fleet Grp Code: AA WP
Return to Service Date: 13.09.1994
Last Single Car Test: 04.07.1994

01.04.1993 Alteration complete ‘RECLASSIFY ‘MBY’ CAR CARRIERS TO ‘AMIY’
STENCIL ‘AMIY’ TO SIDES OF WAGON. MBY 2590 TO 2595. (RS4785)’. New
class: ‘AMIY’.

14.04.1993 Repair ‘WHEEL SET’.
14.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMIY 2592 P’
28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘AMIY 2592 P’
10.09.1993 Alteration complete ‘REMOVE 2CM BOGIES AND FIT ALIGNED BOGIES

WITH TCC-II35X CONSTANT CONTACT SIDEBEARERS TO 6 NO. ‘AMIY’ CAR
CARRIERS FOR USE ON INDIAN PACIFIC. REMOVE BOGIE INTERNAL
SPRINGS - RECLASSIFY BOGIE ‘AAZB’. RECLASSIFY WAGON TO ‘AMIZ’.
STENCIL 115 KM/H. AMIY 2590 - 2595. (RS4820)’. New class: ‘AMIZ’.

18.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMIY 2592 P’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘WHEEL SET’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMIY 2592 P’
07.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1994 Repair ‘CARD OR CLIP HOLDER’.
07.06.1994 Repair ‘DRAFT GEAR POCKET’.
07.06.1994 Repair ‘HANDRAILS END’.
07.06.1994 Repair ‘TRAIN PIPE (END)’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMIY 2592 P’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
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AMIZ 2593

Details: wagon ‘AMIZ 2593 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1970
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX MBY, AMIY 2593 B
BSG Code: BSPM

Capacity of 8 cars

Fleet Grp Code: AA WP
Last Single Car Test: 26.04.1990

25.01.1996 Repair ‘VEHICLE RECLASSIFY’.
25.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AMRZ 2593 J’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AMRZ 2593 J’

AMIZ 2595

Details: wagon ‘AMIZ 2595 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1979
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
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Remarks: EX MBY / AMIY 2595 T
BSG Code: BSPM

Capacity of 10 cars

Fleet Grp Code: AA WP
Return to Service Date: 10.12.1993

25.02.1996 Repair ‘VEHICLE RECLASSIFY’.
25.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AMIY 2595 T’

2.92 Wagon classification starting with ‘AMK’

AMKF 1825

24.05.1994 Reclassified from wagon ‘AMKF 1825 A’ to ’ wagon ‘RMKY 1825 B’.

AMKY 1818

15.05.1994 Reclassified from wagon ‘AMKY 1818 D’ to ’ wagon ‘RMKY 1818 U’.

AMKY 1819

15.05.1994 Reclassified from wagon ‘AMKY 1819 M’ to ’ wagon ‘RMKY 1819 G’.

AMKY 1820

15.05.1994 Reclassified from wagon ‘AMKY 1820 X’ to ’ wagon ‘RMKY 1820 C’.

AMKY 1821

17.06.1994 Reclassified from wagon ‘AMKY 1821 R’ to ’ wagon ‘RMKY 1821 L’.

AMKY 1822

02.05.1994 Reclassified from wagon ‘AMKY 1822 D’ to ’ wagon ‘RMKY 1822 U’.

AMKY 1823

15.05.1994 Reclassified from wagon ‘AMKY 1823 M’ to ’ wagon ‘RMKY 1823 G’.

AMKY 1824

04.06.1994 Reclassified from wagon ‘AMKY 1824 V’ to ’ wagon ‘RMKY 1824 P’.

AMKY 1826

30.07.1994 Reclassified from wagon ‘AMKY 1826 Q’ to ’ wagon ‘RMKY 1826 K’.
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AMKY 1827

15.05.1994 Reclassified from wagon ‘AMKY 1827 C’ to ’ wagon ‘RMKY 1827 T’.

2.93 Wagon classification starting with ‘AMM’

AMMX 17

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMMX 79

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMMX 86

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMMX 87

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMMX 90

17.11.1989 Repair ‘AXLEBOX’.
20.07.1990 Repair ‘BOGIE BEARINGS’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMMX 93

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMMX 94

13.06.1986 Reclassified from wagon ‘AMMX 94 R’ to ’ wagon ‘AOLX 1 L’.

AMMX 95

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.94 Wagon classification starting with ‘AMN’

AMNF 2089

06.06.1994 Reclassified from wagon ‘AMNF 2089 U’ to ’ wagon ‘RMAX 2089 B’.

AMNX 1969

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘VEHICLE COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 1970

19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘END HOSE’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘HANDRAILS’.
19.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BEARERS’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘SIDE BEARER’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.06.1992 Repair ‘COUPLER KNUCKLE’.
23.06.1992 Repair ‘GRADE CONTROL VALVE’.
23.06.1992 Repair ‘HANDRAILS’.
23.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
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08.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1993 Repair ‘HANDRAILS’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AMNX 1971

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
15.11.1989 Repair ‘WEAR PLATES & SADDLES’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘STEP’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 1972

19.08.1989 Repair ‘CARD OR CLIP HOLDER’.
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.02.1990 Repair ‘HANDRAILS’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘TRAIN PIPE’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1992 Repair ‘BRAKE LEVER’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 1973

15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2284



2.94. Wagon classification starting with ‘AMN’

15.03.1990 Repair ‘DRAFT GEAR POCKET’.
15.03.1990 Repair ‘END BRAKE COCK’.
15.03.1990 Repair ‘END HOSE’.
15.03.1990 Repair ‘TOP CENTRE PLATE’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.06.1993 Repair ‘AXLEBOX’.
03.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘END BRAKE COCK’.
03.06.1993 Repair ‘END HOSE’.
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘HANDRAILS’.
03.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
12.08.1993 Repair ‘END BRAKE COCK’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 1974

27.05.1994 Reclassified from wagon ‘AMNX 1974 E’ to ’ wagon ‘RMAX 1974 F’.

AMNX 2076

03.01.1991 Repair ‘BOGIE BEARINGS’.
05.02.1991 Repair ‘END BRAKE COCK’.
05.02.1991 Repair ‘END HOSE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.06.1991 Repair ‘END BRAKE COCK’.
24.06.1991 Repair ‘END BRAKE COCK’.
24.06.1991 Repair ‘END HOSE’.
24.06.1991 Repair ‘END HOSE’.
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18.06.1992 Repair ‘HANDRAILS’.
22.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1992 Repair ‘TRAIN PIPE (END)’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘END BRAKE COCK’.
26.10.1992 Repair ‘END HOSE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1992 Repair ‘TRAIN PIPE (END)’.
26.10.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
20.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1993 Repair ‘BRAKE PULL ROD’.
15.05.1993 Repair ‘BRANCH PIPE’.
15.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.05.1993 Repair ‘END HOSE’.
15.05.1993 Repair ‘ISOLATING COCK’.
15.05.1993 Repair ‘TRAIN PIPE’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AMNX 2077

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘HANDRAILS’.
27.07.1989 Repair ‘TRAIN PIPE (END)’.
07.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1990 Repair ‘AXLEBOX’.
07.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1990 Repair ‘COUPLER KNUCKLE’.
07.04.1990 Repair ‘HANDRAILS’.
07.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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AMNX 2078

21.04.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.05.1990 Repair ‘STEP’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘HANDRAILS’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2079

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘END HOSE’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘BRANCH PIPE’.
24.02.1990 Repair ‘COUPLER KNUCKLE’.
24.02.1990 Repair ‘END HOSE’.
24.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.02.1990 Repair ‘END HOSE’.
16.07.1990 Repair ‘END HOSE’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Repair ‘WHEEL SET’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2080

07.07.1989 Repair ‘VEHICLE COMPLETE’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE LEVER’.
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12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2081

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE SPRING’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘DOOR SLIDE RAIL’.
14.08.1989 Repair ‘END BRAKE COCK’.
14.08.1989 Repair ‘END HOSE’.
14.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1989 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1990 Repair ‘BRAKE LEVER’.
30.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE SPRING’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2082

09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘END BRAKE COCK’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘HANDRAILS END’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘GRADE CONTROL VALVE’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2083

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE LEVER’.
19.12.1990 Repair ‘BRAKE PIN’.
19.12.1990 Repair ‘BRAKE PULL ROD’.
19.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘HANDRAILS’.
19.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1993 Repair ‘BOGIE COMPLETE’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘HANDRAILS’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2084

28.05.1994 Reclassified from wagon ‘AMNX 2084 B’ to ’ wagon ‘RMAX 2084 C’.

AMNX 2085

12.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘END HOSE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.12.1989 Repair ‘EMPTY LOAD VALVE’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘HANDRAILS’.
25.03.1993 Repair ‘STEP’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRANCH PIPE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AMNX 2086

28.05.1994 Reclassified from wagon ‘AMNX 2086 T’ to ’ wagon ‘RMAX 2086 U’.

AMNX 2087

09.06.1994 Reclassified from wagon ‘AMNX 2087 F’ to ’ wagon ‘RMAX 2087 G’.

AMNX 2088

11.07.1989 Repair ‘STEP’.
27.11.1989 Repair ‘END BRAKE COCK’.
27.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1989 Repair ‘HANDRAILS’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1990 Repair ‘BOGIE BEARINGS’.
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘GRADE CONTROL VALVE’.
17.07.1993 Repair ‘HANDRAILS’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2090

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
02.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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07.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2408

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BRAKE LEVER’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
03.10.1989 Repair ‘WEAR PLATES & SADDLES’.
03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2409

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BOGIE COMPLETE’.
19.05.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1990 Repair ‘BRAKE LEVER’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMNX 2410

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRAKE BLOCK RB95’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘HANDRAILS’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE LEVER’.
18.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2411

09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AMNX 2412

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘END BRAKE COCK’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘HANDRAILS’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.02.1991 Repair ‘END BRAKE COCK’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMNX 2413

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE LEVER’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘BRAKE LEVER’.
30.08.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘TRAIN PIPE’.
26.10.1989 Repair ‘WHEEL SET’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘STEP’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘BRAKE LEVER’.
12.06.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.06.1990 Repair ‘ISOLATING COCK’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1990 Repair ‘BRAKE PULL ROD’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2414

30.01.1995 Reclassified from wagon ‘AMNX 2414 T’ to ’ wagon ‘RMAX 2414 U’.

AMNX 2415

06.07.1989 Repair ‘STEP’.
21.07.1989 Repair ‘HANDRAILS’.
18.08.1989 Repair ‘HANDRAILS’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘HANDRAILS’.
06.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2416

16.06.1994 Reclassified from wagon ‘AMNX 2416 Y’ to ’ wagon ‘RMAX 2416 P’.

AMNX 2417

30.01.1995 Reclassified from wagon ‘AMNX 2417 A’ to ’ wagon ‘RMAX 2417 B’.

AMNX 2418

30.01.1995 Reclassified from wagon ‘AMNX 2418 J’ to ’ wagon ‘RMAX 2418 K’.

AMNX 2419

09.06.1994 Reclassified from wagon ‘AMNX 2419 S’ to ’ wagon ‘RMAX 2419 T’.

AMNX 2420

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘HANDRAILS’.
17.07.1989 Repair ‘STEP’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘YOKE COMPLETE’.
19.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1990 Repair ‘WEAR PLATES & SADDLES’.
28.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Repair ‘SIDE STEP’.
19.02.1992 Repair ‘STEP’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMNX 2421

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BODY COMPLETE’.
11.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘HANDRAILS’.
11.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘END HOSE’.
09.06.1993 Repair ‘HANDRAILS’.
09.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1993 Repair ‘WHEEL SET’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2422

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘COUPLER COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.07.1989 Repair ‘TRAIN PIPE’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘BRAKE PULL ROD’.
04.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘END HOSE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2573

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BRANCH PIPE’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.

2295



2. TIMS GROUP INFORMATION - WAGONS

07.08.1989 Repair ‘GRADE CONTROL VALVE’.
07.08.1989 Repair ‘HANDRAILS’.
07.08.1989 Repair ‘HANDRAILS’.
20.09.1991 Repair ‘HANDRAILS’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BEARERS’.
29.04.1993 Repair ‘END BRAKE COCK’.
29.04.1993 Repair ‘HOSE FITTINGS’.
29.04.1993 Repair ‘SIDE BEARER’.
09.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 2574

30.01.1995 Reclassified from wagon ‘AMNX 2574 F’ to ’ wagon ‘RMAX 2574 G’.

AMNX 2575

30.01.1995 Reclassified from wagon ‘AMNX 2575 Y’ to ’ wagon ‘RMAX 2575 P’.

AMNX 2576

30.07.1993 Reclassified from wagon ‘AMNX 2576 A’ to ’ wagon ‘AMNY 2576 E’.

AMNX 2577

30.01.1995 Reclassified from wagon ‘AMNX 2577 J’ to ’ wagon ‘RMAX 2577 K’.

AMNX 2578

16.06.1993 Reclassified from wagon ‘AMNX 2578 S’ to ’ wagon ‘AMNY 2578 W’.

AMNX 2579

30.01.1995 Reclassified from wagon ‘AMNX 2579 E’ to ’ wagon ‘RMAX 2579 F’.

AMNX 2580

23.07.1993 Reclassified from wagon ‘AMNX 2580 A’ to ’ wagon ‘AMNY 2580 E’.

AMNX 2581

19.12.1990 Repair ‘END HOSE’.
28.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMNX 2582

09.01.1993 Reclassified from wagon ‘AMNX 2582 S’ to ’ wagon ‘AMNY 2582 W’.

AMNX 3153

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 3154

30.01.1995 Reclassified from wagon ‘AMNX 3154 N’ to ’ wagon ‘RMAX 3154 Y’.

AMNX 3155

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 3156

19.08.1989 Repair ‘CARD OR CLIP HOLDER’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BRANCH PIPE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘END BRAKE COCK’.
23.09.1991 Repair ‘END HOSE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Repair ‘TRAIN PIPE (END)’.
15.06.1993 Repair ‘STEP’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 3157

28.05.1994 Reclassified from wagon ‘AMNX 3157 R’ to ’ wagon ‘RMAX 3157 S’.

AMNX 3158

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘STEP’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMNX 3159

04.09.1989 Repair ‘TRAIN PIPE’.
01.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘END HOSE’.
27.06.1990 Repair ‘HANDRAILS’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Repair ‘BRAKE LEVER’.
06.07.1990 Repair ‘BRAKE PULL ROD’.
06.07.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNX 3160

01.06.1994 Reclassified from wagon ‘AMNX 3160 X’ to ’ wagon ‘RMAX 3160 J’.

AMNX 3161

30.01.1995 Reclassified from wagon ‘AMNX 3161 R’ to ’ wagon ‘RMAX 3161 S’.

AMNX 3162

28.07.1993 Reclassified from wagon ‘AMNX 3162 D’ to ’ wagon ‘AMNY 3162 H’.

AMNX 3163

30.01.1995 Reclassified from wagon ‘AMNX 3163 M’ to ’ wagon ‘RMAX 3163 N’.

AMNX 3164

17.03.1993 Reclassified from wagon ‘AMNX 3164 V’ to ’ wagon ‘AMNY 3164 C’.

AMNX 3165

02.06.1994 Reclassified from wagon ‘AMNX 3165 H’ to ’ wagon ‘RMAX 3165 X’.

AMNX 3166

10.06.1993 Reclassified from wagon ‘AMNX 3166 Q’ to ’ wagon ‘AMNY 3166 U’.

AMNX 3167

16.06.1994 Reclassified from wagon ‘AMNX 3167 C’ to ’ wagon ‘RMAX 3167 D’.
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AMNY 2576

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.10.1990 Repair ‘BRAKE PULL ROD’.
11.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2576 A’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB101’.
07.11.1990 Repair ‘BRAKE LEVER’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2576 A’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

01.02.1993 Repair ‘BRAKE PULL ROD’.
01.02.1993 Repair ‘BRAKE PULL ROD’.
01.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2576 A’
13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘BOGIE COMPLETE’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2576 A’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BOLSTER’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘SIDE BEARER’.
30.07.1993 Repair ‘VEHICLE RECLASSIFY’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2576 A’
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2576 A’
08.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE PULL ROD’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘WHEEL SET’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNY 2578

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
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27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘STEP’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2578 S’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE BEARERS’.
30.03.1990 Repair ‘BOGIE BOLSTER’.
30.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1990 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1990 Repair ‘BOGIE SIDEFRAME’.
30.03.1990 Repair ‘BOGIE SPRING’.
30.03.1990 Repair ‘BOGIE WEAR PLATES’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2578 S’
28.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMNX 2578 S’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BODY COMPLETE’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.07.1990 Repair ‘TOP CENTRE PLATE’.
18.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2578 S’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BEARERS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE CONTROL PIPE’.
16.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Repair ‘TOP CENTRE PLATE’.
16.06.1993 Repair ‘VEHICLE RECLASSIFY’.
16.06.1993 Repair ‘VEHICLE STENCILS’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2578 S’
08.07.1993 Repair ‘BOGIE BEARINGS’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BEARERS’.
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02.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1993 Repair ‘BOGIE COMPLETE’.
02.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.11.1993 Repair ‘COUPLER KNUCKLE’.
02.11.1993 Repair ‘EMPTY LOAD VALVE’.
02.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1993 Repair ‘WHEEL SET’.
20.12.1993 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘WHEEL SET’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNY 2580

21.12.1989 Repair ‘STEP’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2580 A’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRAKE PULL ROD’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2580 A’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
28.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2580 A’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘END BRAKE COCK’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AMNX 2580 A’
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘COUPLER KNUCKLE’.
07.10.1991 Repair ‘EMPTY LOAD VALVE’.
07.10.1991 Repair ‘END BRAKE COCK’.
07.10.1991 Repair ‘GRADE CONTROL VALVE’.
07.10.1991 Repair ‘TOP CENTRE PLATE’.
07.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2580 A’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.07.1993 Repair ‘BOGIE BEARERS’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1993 Repair ‘VEHICLE RECLASSIFY’.
23.07.1993 Repair ‘YOKE CARRIER’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2580 A’
01.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNY 2582

22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘END HOSE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘HANDRAILS’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2582 S’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

09.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1993 Repair ‘BOGIE BEARERS’.
09.01.1993 Repair ‘BOGIE COMPLETE’.
09.01.1993 Repair ‘BRANCH PIPE’.
09.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1993 Repair ‘END HOSE’.
09.01.1993 Repair ‘SIDE BEARER’.
09.01.1993 Repair ‘VEHICLE RECLASSIFY’.
09.01.1993 Repair ‘WEAR PLATES & SADDLES’.
09.01.1993 Repair ‘YOKE COMPLETE’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2582 S’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BRAKE PULL ROD’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AMNY 3162

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘TOP CENTRE PLATE’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘TRAIN PIPE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3162 D’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1989 Repair ‘BRAKE CONTROL PIPE’.
06.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘HANDRAILS’.
06.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3162 D’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘HANDRAILS’.
12.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3162 D’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3162 D’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BRAKE PULL ROD’.
04.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3162 D’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
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28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘VEHICLE RECLASSIFY’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3162 D’
05.10.1993 Repair ‘WHEEL SET’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.12.1993 Repair ‘BRAKE LEVER’.
16.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘HANDRAILS’.
16.12.1993 Repair ‘TOP CENTRE PLATE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNY 3164

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMNX 3164 V’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.06.1990 Repair ‘END HOSE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3164 V’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘HANDRAILS’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3164 V’
02.09.1991 Repair ‘STEP’.
02.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3164 V’
09.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 3164 V’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.03.1993 Repair ‘BOGIE BEARERS’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘COUPLER COMPLETE’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1993 Repair ‘VEHICLE RECLASSIFY’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3164 V’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘WHEEL SET’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AMNY 3166

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘HANDRAILS’.
11.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3166 Q’
07.07.1992 Alteration complete ‘CONVERT 20 NO. ‘AMNX’ MOTOR CAR CARRIERS

TO 110 KM/H OPERATION USING BOGIES FROM ‘ABFX’ AND ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDEBEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘AMNY’
AND STENCIL FOR 110 KM/H OPERATION. AMNX 20 NO TO BE SELECTED.
(RS4712)’. New class: ‘AMNY’.

10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE BEARERS’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘END BRAKE COCK’.
10.06.1993 Repair ‘END HOSE’.
10.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1993 Repair ‘SIDE BEARER’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Repair ‘WHEEL SET’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3166 Q’
08.07.1993 Repair ‘BOGIE BEARINGS’.
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘COUPLER KNUCKLE’.
28.12.1993 Repair ‘HANDRAILS’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.95 Wagon classification starting with ‘AMO’

AMOP 3312

Details: wagon ‘AMOP 3312 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-6
Date Built: 09.03.1949
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMOX
BSG Code: FSMM

Capacity of 11 tonnes

Capacity of 4 cars

Corporate ID flag: Y
Fleet Grp Code: AA
Return to Service Date: 19.09.1990
Last Single Car Test: 23.08.1990
Last Lift: 13.07.1981
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02.04.1987 Alteration complete ‘FIT CAR HOLDING BARS TO ‘AMOP’ WAGON.
AMOP 3312 (RS4192)’.

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘WHEEL SET’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRAKE PULL ROD’.
20.08.1990 Repair ‘WHEEL SET’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1990 Repair ‘VEHICLE COMPLETE’.

AMOX 5

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 23

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE LEVER’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 34

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE LEVER’.
30.09.1989 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 37

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 40

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 49

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 53

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AMOX 61

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.96 Wagon classification starting with ‘AMP’

AMPZ 238

Details: wagon ‘AMPZ 238 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 10.12.1970
Operating System: TRANS POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRZ
BSG Code: BSTM

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 12.06.1996
Due Triple Valve: 20.02.1996
Last Triple Valve: 20.06.1988
Last Brake Cylinder: 03.06.1991
Last Single Car Test: 05.08.1991
Last Lift: 18.02.1986

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.07.1989 Repair ‘AXLEBOX’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 238 T’
12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘AXLEBOX’.
12.08.1989 Repair ‘BRAKE BLOCK RB95’.
12.08.1989 Repair ‘BRAKE LEVER’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Repair ‘WHEEL SET’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1989 Repair ‘BRAKE LEVER’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 238 T’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BODY COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB101’.
22.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘VEHICLE COMPLETE’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
15.06.1990 Repair ‘HANDBRAKE HANDLE’.
15.06.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AMRZ 238 T’
11.10.1990 Repair ‘VEHICLE COMPLETE’.
11.10.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 238 T’
22.11.1990 Repair ‘WHEEL SET’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

06.12.1990 Repair ‘VEHICLE RECLASSIFY’.
06.12.1990 Repair ‘VEHICLE RENUMBERED’.
06.12.1990 Repair ‘VEHICLE STENCILS’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRZ 238 T’
10.12.1990 Repair ‘WHEEL SET’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
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19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE
WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘WEAR PLATES & SADDLES’.
22.02.1991 Repair ‘WEAR PLATES & SADDLES’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BRAKE PULL ROD’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘HANDBRAKE WHEEL’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1991 Repair ‘WHEEL SET’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AXLEBOX’.
30.07.1991 Repair ‘AXLEBOX’.
30.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 238 T’
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 238 T’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRZ 238 T’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1991 Repair ‘BRANCH PIPE’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 238 T’
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 238 T’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

04.11.1992 Repair ‘VEHICLE RECLASSIFY’.
04.11.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 238 T’
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27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE BEARINGS’.
04.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘END BRAKE COCK’.
04.01.1993 Repair ‘END HOSE’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Repair ‘WHEEL SET’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘SIDE BEARER’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
24.03.1993 Alteration ‘MODIFY UNDERFRAMES TO SUIT BK LIGHTWEIGHT

PASSENGER BOGIES. COLLECT ALL SURPLUS BK LIGHTWEIGHT PASSENGER
BOGIES (36 TOTAL REQ‘D) AND MODIFY TO LOWER EXISTING RIDE HEIGHT.
INSTALL UNDER MODIFIED WAGONS. MODIFY AIR AND HANDBRAKE
ARRG‘T AS PER A.N. DRAWING AO/W4-121. INSTALL HEAVY SPRINGS INTO
BOGIES AS PER A.N. DRAWING 2B-27/REV D. AMRZ 242, 249, 238 & 256.
(RS4782)’.

08.05.1993 Repair ‘BOGIE COMPLETE’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 238 T’
04.08.1993 Alteration ‘INSTAL PARALLEL 3 PHASE 415V 95MM2 CABLING AND

ASSOCIATED EARTH AND TRIP WIRING FOR HEAD END POWER TRAINLINE
WIRING ON (2) AMRZ MOTOR VEHICLE TRANSPORT WAGONS. AMRZ 238 &
242. (RS4810)’.

11.10.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 4 NO. ‘AMRZ’
CAR CARRIER WAGONS TO ‘AMPZ’ RECLASSIFY 8 NO. B.V. LIGHTWEIGHT
PASSENGER BOGIES CAPTIVE TO THE ABOVE WAGONS TO APZB-1C TO
APZB-8C INCLUSIVE. AMRZ 238, 242, 249 & 256. (RS4829)’. New class: ‘AMPZ’.

05.11.1993 Alteration ‘PLEASE ARRANGE TO FIT FLASHING UNIT LAMP BRACKET
ON EACH CORNER OF AMRZ 238 & 256 TO DRAWINGS W1-308 & W1-310.
(RS4831)’.

20.01.1994 Repair ‘VEHICLE RECLASSIFY’.
20.01.1994 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 238 T’
12.06.1996 Repair ‘VEHICLE COMPLETE’.
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AMPZ 242

Details: wagon ‘AMPZ 242 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 08.12.1970
Operating System: TRANS POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRZ
BSG Code: BSTM

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 20.01.1994
Last Triple Valve: 26.06.1992
Last Brake Cylinder: 19.11.1992
Last Single Car Test: 06.04.1990
Last Lift: 04.04.1986

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1989 Repair ‘BRAKE LEVER’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘HANDRAILS’.
08.11.1989 Repair ‘WHEEL SET’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.02.1990 Repair ‘BRAKE LEVER’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1990 Repair ‘SIDE STEP’.
08.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 242 T’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1990 Repair ‘BRAKE LEVER’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
02.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 242 T’
12.06.1990 Repair ‘WHEEL SET’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRZ 242 T’
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

06.12.1990 Repair ‘VEHICLE RECLASSIFY’.
06.12.1990 Repair ‘VEHICLE RENUMBERED’.
06.12.1990 Repair ‘VEHICLE STENCILS’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRZ 242 T’

2313



2. TIMS GROUP INFORMATION - WAGONS

19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE
WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BRAKE LEVER’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘HANDBRAKE WHEEL’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1991 Repair ‘BRAKE LEVER’.
10.10.1991 Repair ‘BRAKE PIN’.
10.10.1991 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1991 Repair ‘BOGIE SIDEFRAME’.
22.11.1991 Repair ‘BOGIE WEAR PLATES’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.01.1992 Repair ‘END HOSE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Repair ‘WHEEL SET’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRAKE PIN’.
26.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.06.1992 Repair ‘RELAY VALVE’.
26.06.1992 Repair ‘TRAIN PIPE (END)’.
26.06.1992 Repair ‘TRAIN PIPE’.
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26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE SIDEFRAME’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BEARINGS’.
19.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1992 Repair ‘VEHICLE RECLASSIFY’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BEARINGS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
24.03.1993 Alteration ‘MODIFY UNDERFRAMES TO SUIT BK LIGHTWEIGHT

PASSENGER BOGIES. COLLECT ALL SURPLUS BK LIGHTWEIGHT PASSENGER
BOGIES (36 TOTAL REQ‘D) AND MODIFY TO LOWER EXISTING RIDE HEIGHT.
INSTALL UNDER MODIFIED WAGONS. MODIFY AIR AND HANDBRAKE
ARRG‘T AS PER A.N. DRAWING AO/W4-121. INSTALL HEAVY SPRINGS INTO
BOGIES AS PER A.N. DRAWING 2B-27/REV D. AMRZ 242, 249, 238 & 256.
(RS4782)’.

08.05.1993 Repair ‘BOGIE COMPLETE’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 242 T’
12.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 242 T’
04.08.1993 Alteration ‘INSTAL PARALLEL 3 PHASE 415V 95MM2 CABLING AND

ASSOCIATED EARTH AND TRIP WIRING FOR HEAD END POWER TRAINLINE
WIRING ON (2) AMRZ MOTOR VEHICLE TRANSPORT WAGONS. AMRZ 238 &
242. (RS4810)’.

11.10.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 4 NO. ‘AMRZ’
CAR CARRIER WAGONS TO ‘AMPZ’ RECLASSIFY 8 NO. B.V. LIGHTWEIGHT
PASSENGER BOGIES CAPTIVE TO THE ABOVE WAGONS TO APZB-1C TO
APZB-8C INCLUSIVE. AMRZ 238, 242, 249 & 256. (RS4829)’. New class: ‘AMPZ’.

20.01.1994 Repair ‘VEHICLE RECLASSIFY’.
20.01.1994 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 242 T’

AMPZ 249

Details: wagon ‘AMPZ 249 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 17.12.1970
Operating System: TRANS POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRZ
BSG Code: BSTM

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 03.05.1995
Due Triple Valve: 01.03.1997
Last Triple Valve: 13.06.1989
Last Brake Cylinder: 28.01.1992
Last Single Car Test: 11.03.1992
Last Lift: 13.04.1987

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE SIDEFRAME’.
10.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 249 N’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 249 N’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Repair ‘VEHICLE RENUMBERED’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 249 N’
19.02.1991 Alteration ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE WHEELS

(WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP, AMBX.
(RS4571)’.
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28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1992 Repair ‘WHEEL SET’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 249 N’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
03.07.1992 Repair ‘WHEEL SET’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘WHEEL SET’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
30.07.1992 Repair ‘WHEEL SET’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘WHEEL SET’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 249 N’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BEARINGS’.
16.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
24.03.1993 Alteration ‘MODIFY UNDERFRAMES TO SUIT BK LIGHTWEIGHT

PASSENGER BOGIES. COLLECT ALL SURPLUS BK LIGHTWEIGHT PASSENGER
BOGIES (36 TOTAL REQ‘D) AND MODIFY TO LOWER EXISTING RIDE HEIGHT.
INSTALL UNDER MODIFIED WAGONS. MODIFY AIR AND HANDBRAKE
ARRG‘T AS PER A.N. DRAWING AO/W4-121. INSTALL HEAVY SPRINGS INTO
BOGIES AS PER A.N. DRAWING 2B-27/REV D. AMRZ 242, 249, 238 & 256.
(RS4782)’.

08.05.1993 Repair ‘BOGIE COMPLETE’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 249 N’
11.10.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 4 NO. ‘AMRZ’
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CAR CARRIER WAGONS TO ‘AMPZ’ RECLASSIFY 8 NO. B.V. LIGHTWEIGHT
PASSENGER BOGIES CAPTIVE TO THE ABOVE WAGONS TO APZB-1C TO
APZB-8C INCLUSIVE. AMRZ 238, 242, 249 & 256. (RS4829)’. New class: ‘AMPZ’.

25.01.1994 Repair ‘VEHICLE RECLASSIFY’.
25.01.1994 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 249 N’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.

AMPZ 256

Details: wagon ‘AMPZ 256 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 02.11.1970
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRZ
BSG Code: BSIM

Capacity of 15.2 tonnes

Fleet Grp Code: AA WP
Return to Service Date: 01.11.1995
Last Brake Cylinder: 10.07.1989
Last Single Car Test: 03.06.1991
Last Lift: 07.03.1986

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE LEVER’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
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10.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1989 Repair ‘WHEEL SET’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 256 R’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 256 R’
05.01.1990 Repair ‘HANDRAILS’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE BOLSTER’.
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1990 Repair ‘BOGIE SIDEFRAME’.
12.01.1990 Repair ‘BRAKE LEVER’.
12.01.1990 Repair ‘BRAKE PIN’.
12.01.1990 Repair ‘BRAKE PULL ROD’.
12.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘WHEEL SET’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
30.04.1990 Repair ‘WHEEL SET’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 256 R’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

14.12.1990 Repair ‘VEHICLE RECLASSIFY’.
14.12.1990 Repair ‘VEHICLE RENUMBERED’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 256 R’
19.02.1991 Alteration ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE WHEELS

(WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP, AMBX.
(RS4571)’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRZ 256 R’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.05.1991 Repair ‘END BRAKE COCK’.
24.05.1991 Repair ‘TRAIN PIPE (END)’.
24.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRZ 256 R’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘AXLEBOX’.
27.07.1991 Repair ‘BOGIE COMPLETE’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘GRADE CONTROL VALVE’.
27.07.1991 Repair ‘HANDRAILS’.
27.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
24.01.1992 Repair ‘WHEEL SET’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE WEAR PLATES’.
19.02.1992 Repair ‘WHEEL SET’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

03.11.1992 Repair ‘VEHICLE RECLASSIFY’.
03.11.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 256 R’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BEARINGS’.
27.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1992 Repair ‘BOGIE SIDEFRAME’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘HANDRAILS’.
27.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
28.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1992 Repair ‘BOGIE BEARINGS’.
28.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
24.03.1993 Alteration ‘MODIFY UNDERFRAMES TO SUIT BK LIGHTWEIGHT

PASSENGER BOGIES. COLLECT ALL SURPLUS BK LIGHTWEIGHT PASSENGER
BOGIES (36 TOTAL REQ‘D) AND MODIFY TO LOWER EXISTING RIDE HEIGHT.
INSTALL UNDER MODIFIED WAGONS. MODIFY AIR AND HANDBRAKE
ARRG‘T AS PER A.N. DRAWING AO/W4-121. INSTALL HEAVY SPRINGS INTO
BOGIES AS PER A.N. DRAWING 2B-27/REV D. AMRZ 242, 249, 238 & 256.
(RS4782)’.

08.05.1993 Repair ‘BOGIE COMPLETE’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 256 R’
11.10.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 4 NO. ‘AMRZ’

CAR CARRIER WAGONS TO ‘AMPZ’ RECLASSIFY 8 NO. B.V. LIGHTWEIGHT
PASSENGER BOGIES CAPTIVE TO THE ABOVE WAGONS TO APZB-1C TO
APZB-8C INCLUSIVE. AMRZ 238, 242, 249 & 256. (RS4829)’. New class: ‘AMPZ’.

05.11.1993 Alteration ‘PLEASE ARRANGE TO FIT FLASHING UNIT LAMP BRACKET
ON EACH CORNER OF AMRZ 238 & 256 TO DRAWINGS W1-308 & W1-310.
(RS4831)’.

20.01.1994 Repair ‘VEHICLE RECLASSIFY’.
20.01.1994 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 256 R’
31.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.

2.97 Wagon classification starting with ‘AMR’

AMRP 240

21.12.1992 Reclassified from wagon ‘AMRP 240 H’ to ’ wagon ‘AMRZ 240 B’.

AMRP 241

19.10.1992 Reclassified from wagon ‘AMRP 241 Q’ to ’ wagon ‘AMRZ 241 K’.

AMRP 244

12.01.1993 Reclassified from wagon ‘AMRP 244 U’ to ’ wagon ‘AMRZ 244 Y’.

AMRP 247

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
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ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Repair ‘BOGIE COMPLETE’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 3292 Y’
13.10.1989 Repair ‘WHEEL SET’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 3292 Y’
23.03.1990 Repair ‘WHEEL SET’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 3292 Y’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMRP 3292 Y’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

06.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.01.1992 Repair ‘WHEEL SET’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘GRADE CONTROL VALVE’.
07.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1992 Repair ‘WHEEL SET’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘COUPLER KNUCKLE’.
23.06.1992 Repair ‘TOP CENTRE PLATE’.
23.06.1992 Repair ‘WHEEL SET’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘WHEEL SET’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMRP 251

16.12.1992 Reclassified from wagon ‘AMRP 251 B’ to ’ wagon ‘AMRZ 251 S’.

AMRP 255

19.10.1992 Reclassified from wagon ‘AMRP 255 Y’ to ’ wagon ‘AMRZ 255 X’.

AMRP 258

03.11.1992 Reclassified from wagon ‘AMRP 258 S’ to ’ wagon ‘AMRZ 258 M’.
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AMRP 262

Details: wagon ‘AMRP 262 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 16.08.1972
Operating System: AN & V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX AMRZ
BSG Code: BBMM

Capacity of 15.2 tonnes

Fleet Grp Code: AA WP
Return to Service Date: 21.09.1993
Last Triple Valve: 25.03.1988
Last Brake Cylinder: 25.03.1988
Last Single Car Test: 25.03.1988
Last Lift: 20.06.1986

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
23.09.1989 Repair ‘BOGIE COMPLETE’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRZ 262 M’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
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26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRZ 262 M’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE ADAPTER’.
07.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

10.12.1990 Repair ‘VEHICLE RECLASSIFY’.
10.12.1990 Repair ‘VEHICLE RENUMBERED’.
10.12.1990 Repair ‘VEHICLE STENCILS’.
10.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 262 M’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘HANDBRAKE WHEEL’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1992 Repair ‘BRAKE PIN’.
28.09.1992 Repair ‘BRAKE PULL ROD’.
28.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
07.10.1992 Repair ‘VEHICLE COMPLETE’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
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22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘VEHICLE RECLASSIFY’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
22.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRZ 262 M’
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRZ 262 M’
21.09.1993 Repair ‘VEHICLE RECLASSIFY’.
21.09.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRZ 262 M’

AMRP 263

08.12.1992 Reclassified from wagon ‘AMRP 263 E’ to ’ wagon ‘AMRZ 263 V’.

AMRP 264

30.08.1996 Reclassified from wagon ‘AMRP 264 N’ to ’ wagon ‘AMRZ 264 H’.

AMRP 266

11.07.1989 Repair ‘HANDRAILS END’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBP 266 G’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘HANDRAILS’.
01.08.1989 Repair ‘HANDRAILS END’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBP 266 G’
14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM

EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘VEHICLE RECLASSIFY’.
07.08.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBP 266 G’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BEARERS’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.08.1990 Repair ‘BRAKE LEVER’.
09.08.1990 Repair ‘BRAKE PULL ROD’.
09.08.1990 Repair ‘END HOSE’.
09.08.1990 Repair ‘HANDBRAKE HANDLE’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Repair ‘WHEEL SET’.
09.08.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBP 266 G’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

14.12.1990 Repair ‘VEHICLE RECLASSIFY’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMBP 266 G’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1991 Repair ‘BOGIE SIDEFRAME’.
02.03.1991 Repair ‘HANDBRAKE HANDLE’.
02.03.1991 Repair ‘HANDBRAKE WHEEL’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMRP 268

14.03.1994 Reclassified from wagon ‘AMRP 268 D’ to ’ wagon ‘AMRZ 268 U’.

AMRP 269

14.03.1994 Reclassified from wagon ‘AMRP 269 M’ to ’ wagon ‘AMRZ 269 G’.

AMRP 270

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMBP 270 G’
14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM

EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

26.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBP 270 G’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE PULL ROD’.
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14.05.1990 Repair ‘WHEEL SET’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMBP 270 G’
22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMBP 270 G’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BEARERS’.
15.06.1990 Repair ‘BOGIE BOLSTER’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK OTHER’.
15.06.1990 Repair ‘BRAKE LEVER’.
15.06.1990 Repair ‘BRAKE PIN’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘BRAKE SPRING’.
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘SIDE BEARER’.
15.06.1990 Repair ‘VEHICLE RECLASSIFY’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Repair ‘WEAR PLATES & SADDLES’.
15.06.1990 Repair ‘WHEEL SET’.
15.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBP 270 G’
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMBP 270 G’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AMBP 270 G’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AMBP 270 G’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Repair ‘WEAR PLATES & SADDLES’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AMRP 271

29.07.1996 Reclassified from wagon ‘AMRP 271 R’ to ’ wagon ‘AMRZ 271 L’.
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AMRP 272

24.02.1994 Reclassified from wagon ‘AMRP 272 D’ to ’ wagon ‘AMRZ 272 U’.

AMRP 3292

06.09.1990 Reclassified from wagon ‘AMRP 3292 Y’ to ’ wagon ‘AMRP 247 B’.

AMRZ 238

20.01.1994 Reclassified from wagon ‘AMRZ 238 T’ to ’ wagon ‘AMPZ 238 N’.

AMRZ 240

Details: wagon ‘AMRZ 240 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 17.12.1970
Operating System: TRANS POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSTM

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 06.09.1994
Last Brake Cylinder: 18.04.1989
Last Single Car Test: 15.02.1994
Last Lift: 14.05.1986

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.
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30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BEARERS’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘WHEEL SET’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 240 H’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘EMPTY LOAD VALVE’.
12.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Repair ‘STEP’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRP 240 H’
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

05.12.1990 Repair ‘VEHICLE RECLASSIFY’.
05.12.1990 Repair ‘VEHICLE RENUMBERED’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 240 H’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.
20.03.1991 Repair ‘HANDBRAKE WHEEL’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘END BRAKE COCK’.
30.07.1991 Repair ‘END BRAKE COCK’.
30.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 240 H’
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 240 H’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

2329



2. TIMS GROUP INFORMATION - WAGONS

24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE SIDEFRAME’.
20.11.1991 Repair ‘BRANCH PIPE’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE SIDEFRAME’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘AXLEBOX’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘END HOSE’.
12.10.1992 Repair ‘GRADE CONTROL VALVE’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 240 H’
21.12.1992 Repair ‘VEHICLE RECLASSIFY’.
21.12.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 240 H’
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
272. (RS4802)’.

11.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE PULL ROD’.
14.02.1994 Repair ‘END COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘HANDRAILS END’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
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06.09.1994 Repair ‘VEHICLE COMPLETE’.

AMRZ 241

Details: wagon ‘AMRZ 241 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 08.12.1970
Operating System: TRANS POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSTM

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 03.02.1995
Last Brake Cylinder: 19.09.1988
Last Single Car Test: 25.01.1994
Last Lift: 01.11.1985

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BEARINGS’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BEARINGS’.
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08.08.1989 Repair ‘BOGIE SIDEFRAME’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘WHEEL SET’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1990 Repair ‘STEP’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Repair ‘TRAIN PIPE’.
06.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 241 Q’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Repair ‘VEHICLE RENUMBERED’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 241 Q’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1991 Repair ‘HANDBRAKE WHEEL’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1991 Repair ‘HANDRAILS’.
26.07.1991 Repair ‘HANDRAILS END’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE SIDEFRAME’.
14.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BRAKE LEVER’.
19.10.1992 Repair ‘BRAKE PULL ROD’.
19.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Repair ‘VEHICLE RECLASSIFY’.
19.10.1992 Repair ‘VEHICLE STENCILS’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 241 Q’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARINGS’.
05.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘HANDRAILS’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘BOGIE SIDEFRAME’.
17.02.1993 Repair ‘BRAKE PULL ROD’.
17.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1993 Repair ‘SIDE BEARER’.
17.02.1993 Repair ‘TRAIN PIPE (END)’.
17.02.1993 Repair ‘TRAIN PIPE’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
27.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1993 Repair ‘BOGIE SIDEFRAME’.
27.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1993 Repair ‘COUPLER KNUCKLE’.
27.02.1993 Repair ‘EMPTY LOAD VALVE’.
27.02.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
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272. (RS4802)’.
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BEARERS’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘END BRAKE COCK’.
21.01.1994 Repair ‘END COMPLETE’.
21.01.1994 Repair ‘END HOSE’.
21.01.1994 Repair ‘GRADE CONTROL VALVE’.
21.01.1994 Repair ‘HANDBRAKE HANDLE’.
21.01.1994 Repair ‘ISOLATING COCK’.
21.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘SIDE BEARER’.
21.01.1994 Repair ‘SIDE BEARER’.
21.01.1994 Repair ‘TRAIN PIPE (END)’.
21.01.1994 Repair ‘TRAIN PIPE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.

AMRZ 242

20.01.1994 Reclassified from wagon ‘AMRZ 242 T’ to ’ wagon ‘AMPZ 242 N’.

AMRZ 244

Details: wagon ‘AMRZ 244 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 05.11.1970
Operating System: TRANS POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSTM

Capacity of 15.2 tonnes
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Fleet Grp Code: AA WP
Return to Service Date: 13.09.1994
Last Triple Valve: 10.08.1988
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 19.01.1993
Last Lift: 07.03.1986

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 244 U’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BEARINGS’.
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘WHEEL SET’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 244 U’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1990 Repair ‘TRAIN PIPE’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 244 U’
18.09.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 244 U’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

05.12.1990 Repair ‘VEHICLE RECLASSIFY’.
05.12.1990 Repair ‘VEHICLE RENUMBERED’.
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05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 244 U’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1990 Repair ‘BRAKE SPRING’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.03.1991 Repair ‘HANDBRAKE HANDLE’.
19.03.1991 Repair ‘HANDBRAKE WHEEL’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘WEAR PLATES & SADDLES’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
15.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1991 Repair ‘COUPLER KNUCKLE’.
15.06.1991 Repair ‘WHEEL SET’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘WHEEL SET’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 244 U’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1993 Repair ‘VEHICLE STENCILS’.
12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 244 U’
08.07.1993 Alteration ‘1. REMOVE EXISTING BOGIES AND CENTREPLATES AND

REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX ‘AQMP’ WAGONS.
2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES DWG W1-254/W3-44.
NOTE1. ALIGNED BOGIES TO BE FULLY RECONDITIONED PER AN STD R3 &
HAVE THE INSIDE SPRING REMOVED & BOGIES RECLASS TO AAZB. 2.
CENTREPLATES TO BE BOLTED TO U/FRAME.3. RMM TO ORDER
SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 & 272. (RS4802)’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.08.1993 Repair ‘BOGIE BEARERS’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1993 Repair ‘TOP CENTRE PLATE’.
18.08.1993 Repair ‘YOKE PIN’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.

AMRZ 249

25.01.1994 Reclassified from wagon ‘AMRZ 249 N’ to ’ wagon ‘AMPZ 249 H’.

AMRZ 251

Details: wagon ‘AMRZ 251 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 13.11.1970
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BS1M

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA
Return to Service Date: 14.02.1994
Last Brake Cylinder: 08.02.1989
Last Single Car Test: 15.02.1994
Last Lift: 25.09.1985

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.
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28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

05.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 251 B’
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
18.11.1989 Repair ‘BOGIE COMPLETE’.
18.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1989 Repair ‘BRAKE PULL ROD’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘END BRAKE COCK’.
06.12.1989 Repair ‘END HOSE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
18.09.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 251 B’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

07.01.1991 Repair ‘VEHICLE RECLASSIFY’.
07.01.1991 Repair ‘VEHICLE RENUMBERED’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Keswick’ with a previous code of wagon ‘AMRP 251 B’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
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24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘HANDBRAKE WHEEL’.
03.06.1991 Repair ‘STRIKING CASTING’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
04.10.1991 Repair ‘WHEEL SET’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BRAKE PULL ROD’.
07.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1992 Repair ‘BOGIE WEAR PLATES’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
07.08.1992 Repair ‘WHEEL SET’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARINGS’.
05.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
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16.12.1992 Repair ‘BOGIE BEARINGS’.
16.12.1992 Repair ‘VEHICLE RECLASSIFY’.
16.12.1992 Repair ‘VEHICLE STENCILS’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 251 B’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘GRADE CONTROL VALVE’.
11.01.1993 Repair ‘WHEEL SET’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
272. (RS4802)’.

14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE PULL ROD’.
14.02.1994 Repair ‘END COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘HANDRAILS END’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AMRZ 255

Details: wagon ‘AMRZ 255 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 05.11.1970
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSIM
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Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 16.03.1994
Last Single Car Test: 15.04.1994
Last Lift: 17.06.1985

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘WHEEL SET’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 255 Y’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘BRAKE PULL ROD’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1990 Repair ‘WHEEL SET’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 255 Y’
18.09.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 255 Y’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

10.12.1990 Repair ‘VEHICLE RECLASSIFY’.
10.12.1990 Repair ‘VEHICLE RENUMBERED’.
10.12.1990 Repair ‘VEHICLE STENCILS’.
10.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 255 Y’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
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AMBX. (RS4571)’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE SPRING’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘HANDBRAKE HANDLE’.
03.06.1991 Repair ‘VEHICLE COMPLETE’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 255 Y’
29.10.1991 Repair ‘HANDRAILS’.
29.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 255 Y’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 255 Y’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE COMPLETE’.
24.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 255 Y’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘AXLEBOX’.
19.10.1992 Repair ‘BOGIE WEAR PLATES’.
19.10.1992 Repair ‘VEHICLE RECLASSIFY’.
19.10.1992 Repair ‘VEHICLE STENCILS’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 255 Y’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘AXLEBOX’.
14.12.1992 Repair ‘BOGIE SIDEFRAME’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
272. (RS4802)’.

16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘END BRAKE COCK’.
16.03.1994 Repair ‘END HOSE’.
16.03.1994 Repair ‘GRADE CONTROL VALVE’.
16.03.1994 Repair ‘HANDBRAKE HANDLE’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1994 Repair ‘SIDE BEARER’.
16.03.1994 Repair ‘TRAIN PIPE (END)’.
16.03.1994 Repair ‘TRAIN PIPE’.
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AMRZ 256

20.01.1994 Reclassified from wagon ‘AMRZ 256 R’ to ’ wagon ‘AMPZ 256 L’.

AMRZ 258

Details: wagon ‘AMRZ 258 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 04.11.1970
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSIM

Capacity of 15.2 tonnes

Fleet Grp Code: AA WP
Return to Service Date: 18.04.1995
Due Triple Valve: 15.10.1990
Last Brake Cylinder: 23.02.1993
Last Single Car Test: 25.01.1994
Last Lift: 15.09.1987

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘TRAIN PIPE (END)’.
14.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 258 S’
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
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03.08.1989 Repair ‘BOGIE WEAR PLATES’.
03.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘BRAKE PIN’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘END HOSE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘WHEEL SET’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 258 S’
24.10.1989 Repair ‘STEP’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 258 S’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘END BRAKE COCK’.
16.02.1990 Repair ‘END HOSE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 258 S’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Repair ‘WHEEL SET’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 258 S’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 258 S’
29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 258 S’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

10.12.1990 Repair ‘VEHICLE RECLASSIFY’.
10.12.1990 Repair ‘VEHICLE RENUMBERED’.
10.12.1990 Repair ‘VEHICLE STENCILS’.
10.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 258 S’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.
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23.02.1991 Repair ‘WHEEL SET’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 258 S’
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘HANDBRAKE WHEEL’.
28.03.1991 Repair ‘WHEEL SET’.
28.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 258 S’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1991 Repair ‘BRANCH PIPE’.
11.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Repair ‘WHEEL SET’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 258 S’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

03.11.1992 Repair ‘VEHICLE RECLASSIFY’.
03.11.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 258 S’
23.02.1993 Repair ‘BRAKE LEVER’.
23.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘GRADE CONTROL VALVE’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
272. (RS4802)’.

21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BEARERS’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘END BRAKE COCK’.
21.01.1994 Repair ‘END COMPLETE’.
21.01.1994 Repair ‘END HOSE’.
21.01.1994 Repair ‘GRADE CONTROL VALVE’.
21.01.1994 Repair ‘HANDBRAKE HANDLE’.
21.01.1994 Repair ‘ISOLATING COCK’.
21.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘SIDE BEARER’.
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21.01.1994 Repair ‘TOP CENTRE PLATE’.
21.01.1994 Repair ‘TRAIN PIPE (END)’.
21.01.1994 Repair ‘TRAIN PIPE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.

AMRZ 262

21.09.1993 Reclassified from wagon ‘AMRZ 262 M’ to ’ wagon ‘AMRP 262 S’.

AMRZ 263

Details: wagon ‘AMRZ 263 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 25.08.1972
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSIM

Capacity of 15.2 tonnes

Fleet Grp Code: AA WP
Return to Service Date: 09.06.1995
Last Triple Valve: 23.11.1992
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 15.04.1994
Last Lift: 08.08.1985

05.10.1984 Alteration complete ‘CONVERT (30) THIRTY ‘AMBX’ CAR CARRIERS TO
‘AMBP’ CLASS BY FITTING 30 TON PASSENGER TYPE BOGIES CONVERTED TO
STANDARD GAUGE. (C2093)’. New class: ‘AMBP’.

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.
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22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘SIDE BEARER’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
18.09.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 263 E’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BOLSTER’.
30.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘SIDE BEARER’.
30.10.1990 Repair ‘TOP CENTRE PLATE’.
30.10.1990 Repair ‘TRAIN PIPE (END)’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 263 E’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

12.12.1990 Repair ‘VEHICLE RECLASSIFY’.
12.12.1990 Repair ‘VEHICLE RENUMBERED’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRP 263 E’
14.01.1991 Repair ‘WHEEL SET’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
12.02.1991 Repair ‘BRAKE PULL ROD’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘WHEEL SET’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
19.02.1991 Alteration ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE WHEELS

(WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP, AMBX.
(RS4571)’.

25.06.1991 Repair ‘BOGIE ADAPTER’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 263 E’
26.06.1991 Repair ‘BOGIE ADAPTER’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMRP 263 E’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARINGS’.
09.07.1991 Repair ‘COUPLER KNUCKLE’.
09.07.1991 Repair ‘EMPTY LOAD VALVE’.
09.07.1991 Repair ‘GRADE CONTROL VALVE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.07.1991 Repair ‘COUPLER KNUCKLE’.
19.07.1991 Repair ‘GRADE CONTROL VALVE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
18.11.1991 Repair ‘TRAIN PIPE (END)’.
18.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 263 E’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.06.1992 Repair ‘END BRAKE COCK’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
16.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 263 E’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BOGIE SIDEFRAME’.
13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.11.1992 Repair ‘END BRAKE COCK’.
13.11.1992 Repair ‘ISOLATING COCK’.
13.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1992 Repair ‘TRAIN PIPE (END)’.
13.11.1992 Repair ‘TRAIN PIPE’.
13.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 263 E’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘VEHICLE RECLASSIFY’.
08.12.1992 Repair ‘VEHICLE STENCILS’.
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08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 263 E’
28.12.1992 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
272. (RS4802)’.

04.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BEARERS’.
06.04.1994 Repair ‘END BRAKE COCK’.
06.04.1994 Repair ‘END HOSE’.
06.04.1994 Repair ‘HANDBRAKE HANDLE’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘SIDE BEARER’.
06.04.1994 Repair ‘TRAIN PIPE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

AMRZ 264

Details: wagon ‘AMRZ 264 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 31.08.1972
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BBMM
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Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA WP
Return to Service Date: 19.05.1995
Due Triple Valve: 01.11.1995
Last Brake Cylinder: 18.09.1992
Last Lift: 01.03.1983

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

15.02.1988 Alteration complete ‘REPAINT ‘AMBP‘271 & 3309 IN ACCORDANCE WITH
OVERLAND COLOUR SCHEME AND FIT ‘THE OVERLAND’ NAME PLATE TO
EITHER SIDE OF WAGON. RENUMBER ‘AMBP‘3309 TO ‘AMBP‘264’. (RS4261)’.
New class: ‘AMBP’.

14.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1989 Repair ‘BOGIE SPRING’.
14.10.1989 Repair ‘BOGIE WEAR PLATES’.
14.10.1989 Repair ‘BRAKE LEVER’.
14.10.1989 Repair ‘BRAKE PULL ROD’.
14.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.10.1989 Repair ‘COUPLER KNUCKLE’.
14.10.1989 Repair ‘GRADE CONTROL VALVE’.
14.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1989 Repair ‘TRANSOM’.
14.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
24.02.1990 Repair ‘WHEEL SET’.
24.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 264 N’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

18.12.1990 Repair ‘VEHICLE RECLASSIFY’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 264 N’
19.02.1991 Alteration ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE WHEELS

(WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP, AMBX.
(RS4571)’.

11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BOLSTER’.
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Repair ‘BOGIE WEAR PLATES’.
11.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
11.04.1991 Repair ‘WHEEL SET’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BOLSTER’.
24.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BEARINGS’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘GRADE CONTROL VALVE’.
18.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1992 Repair ‘WEAR PLATES & SADDLES’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

07.10.1992 Repair ‘VEHICLE COMPLETE’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘TRAIN PIPE (END)’.
22.10.1992 Repair ‘VEHICLE RECLASSIFY’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
22.10.1992 Repair ‘WEAR PLATES & SADDLES’.
22.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 264 N’
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE PULL ROD’.
08.03.1993 Repair ‘HANDBRAKE HANDLE’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
01.10.1993 Repair ‘VEHICLE RECLASSIFY’.
01.10.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 264 N’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
19.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 264 N’
30.08.1996 Repair ‘VEHICLE RECLASSIFY’.
30.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AMRP 264 N’

AMRZ 268

Details: wagon ‘AMRZ 268 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 27.09.1972
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: FSMM

Capacity of 15.2 tonnes

Fleet Grp Code: AA
Return to Service Date: 22.11.1994
Last Brake Cylinder: 25.09.1990
Last Single Car Test: 13.05.1992
Last Lift: 12.12.1980

14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM
EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BEARERS’.
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1990 Repair ‘BRAKE LEVER’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.09.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1990 Repair ‘VEHICLE RECLASSIFY’.
19.09.1990 Repair ‘WHEEL SET’.
19.09.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMRP 268 D’
19.09.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMRP 268 D’
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04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR
CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

17.12.1990 Repair ‘VEHICLE RECLASSIFY’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
17.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 268 D’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘HANDBRAKE WHEEL’.
28.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘DRAFT GEAR POCKET’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘YOKE COMPLETE’.
12.05.1992 Repair ‘YOKE FOLLOWER’.
12.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMRP 268 D’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE BEARINGS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘HANDRAILS’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
06.11.1992 Repair ‘VEHICLE RECLASSIFY’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRP 268 D’
28.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1992 Repair ‘BOGIE BEARINGS’.
28.12.1992 Repair ‘COUPLER KNUCKLE’.
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28.12.1992 Repair ‘GRADE CONTROL VALVE’.
28.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BEARINGS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
26.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
08.07.1993 Alteration ‘1. REMOVE EXISTING BOGIES AND CENTREPLATES AND

REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX ‘AQMP’ WAGONS.
2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES DWG W1-254/W3-44.
NOTE1. ALIGNED BOGIES TO BE FULLY RECONDITIONED PER AN STD R3 &
HAVE THE INSIDE SPRING REMOVED & BOGIES RECLASS TO AAZB. 2.
CENTREPLATES TO BE BOLTED TO U/FRAME.3. RMM TO ORDER
SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 & 272. (RS4802)’.

29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 268 D’
15.11.1993 Repair ‘VEHICLE RECLASSIFY’.
15.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘AMRP 268 D’
15.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 268 D’
18.11.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 3 NO. ‘AMRP’

CAR CARRIER WAGONS TO ‘AMRZ’ (TO BE USED FOR HIGH SPEED
OPERATION FITTED WITH ALIGNED BOGIES REFER RS4802) AMRP 268, 269 &
272. (RS4835)’. New class: ‘AMRZ’.

14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 268 D’
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.

AMRZ 269

Details: wagon ‘AMRZ 269 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
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Diagram Book Page No.: CB A-5
Date Built: 04.10.1972
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
BSG Code: BSIM

Capacity of 15.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: WP AA
Return to Service Date: 21.11.1995
Last Brake Cylinder: 27.07.1990
Last Single Car Test: 15.04.1994
Last Lift: 05.08.1983

22.09.1989 Repair ‘CARD OR CLIP HOLDER’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMRP 269 M’
07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 269 M’
14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM

EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘VEHICLE RECLASSIFY’.
19.07.1990 Repair ‘VEHICLE STENCILS’.
19.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMRP 269 M’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BEARERS’.
25.07.1990 Repair ‘BOGIE BOLSTER’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.07.1990 Repair ‘BRAKE LEVER’.
25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1990 Repair ‘SIDE BEARER’.
25.07.1990 Repair ‘VEHICLE STENCILS’.
25.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMRP 269 M’
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AMRP 269 M’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.

2355



2. TIMS GROUP INFORMATION - WAGONS

FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AMRP 269 M’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE SPRING’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 269 M’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘HANDRAILS’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Repair ‘TRAIN PIPE’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 269 M’
19.02.1991 Alteration ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE WHEELS

(WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP, AMBX.
(RS4571)’.

21.03.1991 Repair ‘WHEEL SET’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 269 M’
08.07.1993 Alteration complete ‘1. REMOVE EXISTING BOGIES AND

CENTREPLATES AND REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX
‘AQMP’ WAGONS. 2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES
DWG W1-254/W3-44. NOTE1. ALIGNED BOGIES TO BE FULLY
RECONDITIONED PER AN STD R3 & HAVE THE INSIDE SPRING REMOVED &
BOGIES RECLASS TO AAZB. 2. CENTREPLATES TO BE BOLTED TO U/FRAME.3.
RMM TO ORDER SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 &
272. (RS4802)’.

18.11.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 3 NO. ‘AMRP’
CAR CARRIER WAGONS TO ‘AMRZ’ (TO BE USED FOR HIGH SPEED
OPERATION FITTED WITH ALIGNED BOGIES REFER RS4802) AMRP 268, 269 &
272. (RS4835)’. New class: ‘AMRZ’.

02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
02.03.1994 Repair ‘END BRAKE COCK’.
02.03.1994 Repair ‘END HOSE’.
02.03.1994 Repair ‘GRADE CONTROL VALVE’.
02.03.1994 Repair ‘HANDBRAKE HANDLE’.
02.03.1994 Repair ‘SIDE BEARER’.
02.03.1994 Repair ‘TRAIN PIPE’.
14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 269 M’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
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AMRZ 271

Details: wagon ‘AMRZ 271 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: P
Length Over Headstocks: 22.3m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 20.10.1972
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP MOTORAIL
BSG Code: BBMM

Capacity of 15.2 tonnes

Fleet Grp Code: AH WP
Return to Service Date: 14.06.1995
Due Triple Valve: 01.08.1997
Last Lift: 31.08.1987

28.10.1986 Alteration complete ‘RESTORE UPPER DECK TRACK CONNECTOR ASSY.
TO DRG. B/13-C-6861 TO MOTORAIL WAGONS ; AMPY - 1600 GA AND AMBP -
1435 GA. MODIFY CAR LOADING RAMP USED FOR MOTORAIL SERVICE AT
ADELAIDE AND ALICE SPRINGS TO DRG. A2/20-CM-76. AMPY AND AMBP
(RS4161)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMPY TO AMPF - REFER RS4231
(RS3025)’. New class: ‘AMBP’.

15.02.1988 Alteration complete ‘REPAINT ‘AMBP‘271 & 3309 IN ACCORDANCE WITH
OVERLAND COLOUR SCHEME AND FIT ‘THE OVERLAND’ NAME PLATE TO
EITHER SIDE OF WAGON. RENUMBER ‘AMBP‘3309 TO ‘AMBP‘264’. (RS4261)’.
New class: ‘AMBP’.

17.09.1990 Repair ‘VEHICLE COMPLETE’.
17.09.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 271 R’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

11.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.12.1990 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 271 R’
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19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE
WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘HANDBRAKE WHEEL’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘WHEEL SET’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 271 R’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 271 R’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

04.11.1992 Repair ‘VEHICLE RECLASSIFY’.
04.11.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 271 R’
01.10.1993 Repair ‘VEHICLE RECLASSIFY’.
01.10.1993 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 271 R’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 271 R’
14.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 271 R’
29.07.1996 Repair ‘VEHICLE RECLASSIFY’.
29.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AMRP 271 R’

AMRZ 272

Details: wagon ‘AMRZ 272 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB A-5
Date Built: 25.11.1988
Operating System: IP POOL
Intended Use: MOTOR VEHICLES
Remarks: EX AMRP
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BSG Code: FSMM

Capacity of 15.2 tonnes

Fleet Grp Code: AA
Return to Service Date: 02.05.1995
Last Brake Cylinder: 21.01.1993
Last Single Car Test: 16.07.1990

03.07.1989 Repair ‘END HOSE’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 272 D’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
28.10.1989 Repair ‘END HOSE’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 272 D’
14.12.1989 Alteration complete ‘FIT (12) ‘AMBX’ WAGONS ON S.G. BOGIES FROM

EMPLOYEES SLEEPING VANS OR ‘AVAY’ BRAKE VANS AND RECLASSIFY TO
‘AMBP’ CLASS. STENCIL (7) WAGONS ‘NOT TO WORK EAST OF PARKES’ AND
‘FOR 110 KM/H’. STENCIL (5) WAGONS WITH ‘MOTORAIL’ LOGO. STENCIL
ALL WAGONS WITH TYPE OF BRAKE BLOCKS FITTED. THIS ALTERATION
SUPERCEDES RS4349 & RS4466. AMBX 12 NO. TO BE SELECTED FROM 237 -
272. (RS4466)’. New class: ‘AMBP’.

30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘COUPLER COMPLETE’.
30.05.1990 Repair ‘HANDRAILS’.
30.05.1990 Repair ‘HANDRAILS END’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘VEHICLE RECLASSIFY’.
29.06.1990 Repair ‘VEHICLE STENCILS’.
29.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMRP 272 D’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BEARERS’.
03.07.1990 Repair ‘BOGIE BOLSTER’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1990 Repair ‘BRAKE LEVER’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1990 Repair ‘END BRAKE COCK’.
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03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘SIDE BEARER’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Repair ‘VEHICLE STENCILS’.
03.07.1990 Repair ‘WHEEL SET’.
03.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AMRP 272 D’
04.12.1990 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AMBP’ MOTOR CAR

CARRIERS FOR EXCLUSIVE USE OF ‘PASSENGER SERVICES’ TO ‘AMRP’ CLASS.
FIT ‘MOTORAIL’ SIGNS TO ALL WAGONS EXCEPT BROAD GAUGE WAGONS
AMBP 264 AND AMBP 271. REFER TO ROLLINGSTOCK COORDINATORS
MEMO OF 8/11/90 FOR LIST OF WAGON NUMBERS AFFECTED. REF.JJR/PC
CME.2649/85, CME.359/84. (RS4556)’. New class: ‘AMRP’.

07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AMRP 272 D’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
01.02.1991 Repair ‘COUPLER COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
19.02.1991 Alteration complete ‘REPLACE EXISTING 300MM. DIAMETER H/BRAKE

WHEELS (WHERE FITTED) WITH 480MM DIAMETER WHEELS. AMBP, AMRP,
AMBX. (RS4571)’.

19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
22.03.1991 Repair ‘BOGIE SPRING’.
22.03.1991 Repair ‘HANDBRAKE WHEEL’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
04.04.1991 Repair ‘VEHICLE COMPLETE’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
06.05.1991 Repair ‘VEHICLE COMPLETE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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16.01.1992 Repair ‘STRIKING CASTING’.
16.01.1992 Repair ‘YOKE COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
30.01.1992 Repair ‘VEHICLE COMPLETE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
05.05.1992 Repair ‘BOGIE SPRING’.
05.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
24.09.1992 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY ‘AMRP’

MOTORAIL CAR CARRIERS TO ‘AMRZ’ RESTENCIL SIDE SILL FROM 110 KM/H
TO 130 KM/H. AMRP 20 NO. (RS4730)’. New class: ‘AMRP’.

05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Issued at location ‘Krpt’ with a previous code of wagon ‘AMRP 272 D’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BOLSTER’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.01.1993 Repair ‘GRADE CONTROL VALVE’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘GRADE CONTROL VALVE’.
04.03.1993 Repair ‘HANDRAILS’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMRP 272 D’
08.07.1993 Alteration ‘1. REMOVE EXISTING BOGIES AND CENTREPLATES AND

REPLACE WITH ALIGNED BOGIES & CENTREPLATES EX ‘AQMP’ WAGONS.
2.FIT MINER TCC-II-35XX CCSB & SIDEBEARER WEDGES DWG W1-254/W3-44.
NOTE1. ALIGNED BOGIES TO BE FULLY RECONDITIONED PER AN STD R3 &
HAVE THE INSIDE SPRING REMOVED & BOGIES RECLASS TO AAZB. 2.
CENTREPLATES TO BE BOLTED TO U/FRAME.3. RMM TO ORDER
SIDEBEARERS. AMRZ 240,241,244,251,255,258,263,268,269 & 272. (RS4802)’.

15.11.1993 Repair ‘VEHICLE RECLASSIFY’.
15.11.1993 Repair ‘VEHICLE STENCILS’.
15.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘AMRP 272 D’
15.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 272 D’
15.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AMRP 272 D’
18.11.1993 Alteration complete ‘PLEASE ARRANGE TO RECLASSIFY 3 NO. ‘AMRP’

CAR CARRIER WAGONS TO ‘AMRZ’ (TO BE USED FOR HIGH SPEED
OPERATION FITTED WITH ALIGNED BOGIES REFER RS4802) AMRP 268, 269 &
272. (RS4835)’. New class: ‘AMRZ’.

24.02.1994 Repair ‘VEHICLE RECLASSIFY’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMRP 272 D’

2361



2. TIMS GROUP INFORMATION - WAGONS

03.02.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.

AMRZ 2593

22.07.1996 Reclassified from wagon ‘AMRZ 2593 J’ to ’ wagon ‘AMIZ 2593 F’.

2.98 Wagon classification starting with ‘AMW’

AMW 4015

Details: wagon ‘AMW 4015 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 12.2m
Tare Weight: 30tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $770
Run Restriction: Train Speed Restriction when attached‘
Diagram Book Page No.: CB M-3
Date Built: 01.01.1914
Operating System: AN
Intended Use: GENERAL
Remarks: MATCH WAGON FOR AWC 3;TAILEM BEND
BSG Code: DBZZ

Fleet Grp Code: PD PZ AH
Return to Service Date: 01.12.1987

2.99 Wagon classification starting with ‘AOA’

AOAF 421

Details: wagon ‘AOAF 421 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
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Diagram Book Page No.: CB G-9
Date Built: 19.05.1925
Operating System: AN
Intended Use: SODA ASH
Remarks: W/O 05.06.93
BSG Code: FBOS

Capacity of 44.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 27.04.1994
Last Lift: 01.06.1983

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

19.10.1989 Repair ‘HOSE FITTINGS’.
03.03.1993 Repair ‘HANDRAILS’.
27.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.09.1993 Repair ‘DOOR LOCK MECHANISM’.
20.12.1993 Repair ‘DOOR LOCK MECHANISM’.
20.12.1993 Repair ‘HANDRAILS’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.

AOAF 424

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 430

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 432

Details: wagon ‘AOAF 432 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad

2363



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 05.06.1925
Operating System: AN
Intended Use: SODA ASH
Remarks: W/O 05.06.93
BSG Code: FBOS

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PB PZ WC SV
Return to Service Date: 19.05.1993
Due Triple Valve: 27.02.1990
Last Brake Cylinder: 27.02.1989
Last Lift: 22.02.1983

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

24.04.1991 Repair ‘HANDRAILS’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRANCH PIPE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOAF 441

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 443

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘HANDRAILS’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 482

21.05.1992 Reclassified from wagon ‘AOAF 482 H’ to ’ wagon ‘AKKF 482 G’.
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AOAF 486

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Repair ‘HANDRAILS’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘STEP’.
27.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1989 Repair ‘END HOSE’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
09.05.1993 Repair ‘END BRAKE COCK’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘HANDRAILS’.
13.10.1993 Repair ‘STEP’.
14.10.1993 Repair ‘STEP’.
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘COUPLER KNUCKLE’.
18.12.1993 Repair ‘STEP’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 497

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 498

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.03.1993 Repair ‘VEHICLE SOLD’.
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AOAF 503

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

13.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.03.1993 Repair ‘VEHICLE SOLD’.

AOAF 505

22.10.1992 Reclassified from wagon ‘AOAF 505 A’ to ’ wagon ‘AKKL 505 A’.

AOAF 510

Details: wagon ‘AOAF 510 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.03.1925
Operating System: AN
Intended Use: SODA ASH
Remarks: W/O 05.06.93
BSG Code: FBOS

Capacity of 44.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 21.06.1995
Due Triple Valve: 01.03.1988
Last Lift: 01.12.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.10.1993 Repair ‘STEP’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1993 Repair ‘STEP’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
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AOAF 513

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

27.04.1993 Repair ‘HANDBRAKE HANDLE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 519

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

06.03.1990 Repair ‘HANDRAILS’.
05.04.1990 Repair ‘HANDRAILS END’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.03.1993 Repair ‘VEHICLE SOLD’.

AOAF 536

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

02.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘HANDRAILS END’.
20.10.1993 Repair ‘STEP’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 550

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.09.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOAF 556

26.05.1992 Reclassified from wagon ‘AOAF 556 D’ to ’ wagon ‘AKKF 556 C’.

AOAF 560

Details: wagon ‘AOAF 560 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 10.07.1925
Operating System: AN
Intended Use: SODA ASH
Remarks: W/O 05.06.93
BSG Code: FBOS

Capacity of 44.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 12.08.1995
Due Triple Valve: 26.06.1991
Last Brake Cylinder: 26.06.1990
Last Lift: 30.04.1986

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRANCH PIPE’.
26.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘STEP’.
01.09.1990 Repair ‘STEP’.
01.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1993 Repair ‘HANDRAILS’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1993 Repair ‘HANDRAILS’.
20.12.1993 Repair ‘HANDRAILS’.
20.12.1993 Repair ‘STEP’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.

2.100 Wagon classification starting with ‘AOB’

AOBF 163

22.05.1992 Reclassified from wagon ‘AOBF 163 F’ to ’ wagon ‘AKKF 163 B’.

2368



2.100. Wagon classification starting with ‘AOB’

AOBF 405

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 409

Details: wagon ‘AOBF 409 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 03.04.1925
Operating System: AN
Intended Use: BRIQUETTES
Remarks: W/O 05.06.93
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 18.08.1994
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 14.01.1991
Last Lift: 01.05.1984

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1991 Repair ‘TRAIN PIPE (END)’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.

AOBF 412

22.05.1992 Reclassified from wagon ‘AOBF 412 A’ to ’ wagon ‘AKKF 412 T’.
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AOBF 413

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.08.1993 Repair ‘VEHICLE SOLD’.

AOBF 416

21.05.1992 Reclassified from wagon ‘AOBF 416 N’ to ’ wagon ‘AKKF 416 J’.

AOBF 447

22.05.1992 Reclassified from wagon ‘AOBF 447 A’ to ’ wagon ‘AKKF 447 T’.

AOBF 452

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘END HOSE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.08.1993 Repair ‘VEHICLE SOLD’.

AOBF 454

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1991 Repair ‘STEP’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 455

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOBF 467

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

14.05.1990 Repair ‘SIDE STEP’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.08.1993 Repair ‘VEHICLE SOLD’.

AOBF 469

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

07.02.1990 Repair ‘HANDRAILS END’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 483

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE SPRING’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 484

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.08.1989 Repair ‘TRAIN PIPE’.
31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 500

15.01.1993 Reclassified from wagon ‘AOBF 500 E’ to ’ wagon ‘AKKL 500 B’.

AOBF 504

26.10.1992 Reclassified from wagon ‘AOBF 504 R’ to ’ wagon ‘AKKL 504 Y’.

AOBF 509

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.
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24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRANCH PIPE’.
11.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 512

Details: wagon ‘AOBF 512 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.03.1925
Operating System: AN
Intended Use: BRIQUETTES
Remarks: W/O 05.06.93
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 19.05.1993
Due Triple Valve: 30.04.1992
Last Brake Cylinder: 30.04.1991
Last Lift: 09.03.1984

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE SPRING’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOBF 528

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBF 541

22.05.1992 Reclassified from wagon ‘AOBF 541 W’ to ’ wagon ‘AKKF 541 S’.

AOBF 553

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1991 Repair ‘STEP’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOBX 502

24.06.1988 Reclassified from wagon ‘AOBX 502 C’ to ’ wagon ‘AKBX 502 R’.

AOBX 504

09.11.1989 Reclassified from wagon ‘AOBX 504 U’ to ’ wagon ‘AKBX 504 M’.

AOBX 505

06.08.1987 Reclassified from wagon ‘AOBX 505 G’ to ’ wagon ‘VCCX 12 V’.

AOBX 508

29.06.1990 Reclassified from wagon ‘AOBX 508 K’ to ’ wagon ‘AKBX 508 C’.

AOBX 509

06.04.1989 Reclassified from wagon ‘AOBX 509 T’ to ’ wagon ‘AKBX 509 L’.

AOBX 512

18.09.1991 Reclassified from wagon ‘AOBX 512 K’ to ’ wagon ‘AKBX 512 C’.
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AOBX 520

06.08.1987 Reclassified from wagon ‘AOBX 520 A’ to ’ wagon ‘VCCX 21 U’.

AOBX 527

09.07.1988 Reclassified from wagon ‘AOBX 527 R’ to ’ wagon ‘AKBX 527 J’.

AOBX 529

17.07.1987 Reclassified from wagon ‘AOBX 529 M’ to ’ wagon ‘VCCX 7 M’.

AOBX 531

30.07.1988 Reclassified from wagon ‘AOBX 531 R’ to ’ wagon ‘AKBX 531 J’.

AOBX 532

23.08.1988 Reclassified from wagon ‘AOBX 532 D’ to ’ wagon ‘AKBX 532 S’.

AOBX 534

04.06.1988 Reclassified from wagon ‘AOBX 534 V’ to ’ wagon ‘AKBX 534 N’.

AOBX 536

27.07.1987 Reclassified from wagon ‘AOBX 536 Q’ to ’ wagon ‘VCCX 3 W’.

AOBX 543

16.06.1988 Reclassified from wagon ‘AOBX 543 U’ to ’ wagon ‘AKBX 543 M’.

AOBX 550

27.06.1988 Reclassified from wagon ‘AOBX 550 B’ to ’ wagon ‘AKBX 550 Q’.

AOBX 555

25.05.1988 Reclassified from wagon ‘AOBX 555 A’ to ’ wagon ‘AKBX 555 P’.

AOBX 556

28.06.1988 Reclassified from wagon ‘AOBX 556 J’ to ’ wagon ‘AKBX 556 B’.

AOBX 557

26.05.1988 Reclassified from wagon ‘AOBX 557 S’ to ’ wagon ‘AKBX 557 K’.

AOBX 561

29.07.1988 Reclassified from wagon ‘AOBX 561 S’ to ’ wagon ‘AKBX 561 K’.
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AOBX 567

17.07.1987 Reclassified from wagon ‘AOBX 567 D’ to ’ wagon ‘VCCX 6 D’.

AOBX 568

14.07.1988 Reclassified from wagon ‘AOBX 568 M’ to ’ wagon ‘AKBX 568 E’.

2.101 Wagon classification starting with ‘AOC’

AOCF 7

10.02.1995 Reclassified from wagon ‘AOCF 7 M’ to ’ wagon ‘ROQF 7 C’.

AOCF 18

20.12.1994 Reclassified from wagon ‘AOCF 18 G’ to ’ wagon ‘ROQF 18 T’.

AOCF 29

09.01.1995 Reclassified from wagon ‘AOCF 29 A’ to ’ wagon ‘ROQF 29 N’.

AOCF 48

15.03.1995 Reclassified from wagon ‘AOCF 48 H’ to ’ wagon ‘ROQF 48 U’.

AOCF 63

16.02.1995 Reclassified from wagon ‘AOCF 63 B’ to ’ wagon ‘ROQF 63 Y’.

AOCF 87

21.12.1994 Reclassified from wagon ‘AOCF 87 H’ to ’ wagon ‘ROQF 87 U’.

AOCF 99

30.01.1995 Reclassified from wagon ‘AOCF 99 K’ to ’ wagon ‘ROQF 99 A’.

AOCF 101

19.01.1995 Reclassified from wagon ‘AOCF 101 L’ to ’ wagon ‘ROQF 101 B’.

AOCF 104

02.02.1995 Reclassified from wagon ‘AOCF 104 P’ to ’ wagon ‘ROQF 104 F’.

AOCF 113

23.01.1995 Reclassified from wagon ‘AOCF 113 Y’ to ’ wagon ‘ROQF 113 E’.
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AOCF 115

20.12.1994 Reclassified from wagon ‘AOCF 115 J’ to ’ wagon ‘ROQF 115 W’.

AOCF 136

27.02.1995 Reclassified from wagon ‘AOCF 136 L’ to ’ wagon ‘ROQF 136 B’.

AOCF 147

06.02.1995 Reclassified from wagon ‘AOCF 147 F’ to ’ wagon ‘ROQF 147 S’.

AOCF 149

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘VEHICLE STENCILS’.
01.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
24.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
08.01.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
22.01.1991 Repair ‘FLOOR SHEETING’.
22.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 149 T’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘BRANCH PIPE’.
23.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 149 T’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 149 T’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRAKE LEVER’.
13.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1991 Repair ‘END FRAME MEMBER’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘END FRAME MEMBER’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
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19.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘END FRAME MEMBER’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
06.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘END FRAME MEMBER’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘END FRAME MEMBER’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 149 T’
07.09.1994 Alteration ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS TO

‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
08.05.1995 Reclassified from wagon ‘AOCF 149 A’ to ’ wagon ‘ROQF 149 N’.

AOCF 150

02.02.1995 Reclassified from wagon ‘AOCF 150 T’ to ’ wagon ‘ROQF 150 J’.

AOCF 161

21.02.1995 Reclassified from wagon ‘AOCF 161 N’ to ’ wagon ‘ROQF 161 D’.

AOCF 167

10.02.1995 Reclassified from wagon ‘AOCF 167 V’ to ’ wagon ‘ROQF 167 L’.

AOCF 168

09.01.1995 Reclassified from wagon ‘AOCF 168 H’ to ’ wagon ‘ROQF 168 U’.

AOCF 172

17.02.1995 Reclassified from wagon ‘AOCF 172 H’ to ’ wagon ‘ROQF 172 U’.
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AOCF 175

11.01.1995 Reclassified from wagon ‘AOCF 175 L’ to ’ wagon ‘ROQF 175 B’.

AOCF 178

09.01.1995 Reclassified from wagon ‘AOCF 178 P’ to ’ wagon ‘ROQF 178 F’.

AOCF 186

12.01.1995 Reclassified from wagon ‘AOCF 186 F’ to ’ wagon ‘ROQF 186 S’.

AOCF 188

07.02.1995 Reclassified from wagon ‘AOCF 188 A’ to ’ wagon ‘ROQF 188 N’.

AOCF 193

20.12.1994 Reclassified from wagon ‘AOCF 193 J’ to ’ wagon ‘ROQF 193 W’.

AOCF 196

17.02.1995 Reclassified from wagon ‘AOCF 196 N’ to ’ wagon ‘ROQF 196 D’.

AOCF 202

12.01.1995 Reclassified from wagon ‘AOCF 202 E’ to ’ wagon ‘ROQF 202 R’.

AOCF 222

24.03.1995 Reclassified from wagon ‘AOCF 222 U’ to ’ wagon ‘ROQF 222 K’.

AOCF 229

10.02.1995 Reclassified from wagon ‘AOCF 229 Y’ to ’ wagon ‘ROQF 229 E’.

AOCF 234

17.02.1995 Reclassified from wagon ‘AOCF 234 A’ to ’ wagon ‘ROQF 234 N’.

AOCF 245

20.12.1994 Reclassified from wagon ‘AOCF 245 R’ to ’ wagon ‘ROQF 245 H’.

AOCF 251

17.02.1995 Reclassified from wagon ‘AOCF 251 M’ to ’ wagon ‘ROQF 251 C’.

AOCF 264

17.02.1995 Reclassified from wagon ‘AOCF 264 B’ to ’ wagon ‘ROQF 264 Y’.
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AOCF 275

13.02.1995 Reclassified from wagon ‘AOCF 275 S’ to ’ wagon ‘ROQF 275 X’.

AOCF 276

27.02.1995 Reclassified from wagon ‘AOCF 276 E’ to ’ wagon ‘ROQF 276 R’.

AOCF 278

21.12.1994 Reclassified from wagon ‘AOCF 278 W’ to ’ wagon ‘ROQF 278 M’.

AOCF 282

21.12.1994 Reclassified from wagon ‘AOCF 282 W’ to ’ wagon ‘ROQF 282 M’.

AOCF 290

06.02.1995 Reclassified from wagon ‘AOCF 290 M’ to ’ wagon ‘ROQF 290 C’.

AOCF 291

30.01.1995 Reclassified from wagon ‘AOCF 291 V’ to ’ wagon ‘ROQF 291 L’.

AOCF 292

09.01.1995 Reclassified from wagon ‘AOCF 292 H’ to ’ wagon ‘ROQF 292 U’.

AOCF 295

24.03.1995 Reclassified from wagon ‘AOCF 295 L’ to ’ wagon ‘ROQF 295 B’.

AOCF 306

12.01.1995 Reclassified from wagon ‘AOCF 306 B’ to ’ wagon ‘ROQF 306 Y’.

AOCF 310

22.12.1994 Reclassified from wagon ‘AOCF 310 B’ to ’ wagon ‘ROQF 310 Y’.

AOCF 314

17.02.1995 Reclassified from wagon ‘AOCF 314 Y’ to ’ wagon ‘ROQF 314 E’.

AOCF 316

22.02.1995 Reclassified from wagon ‘AOCF 316 J’ to ’ wagon ‘ROQF 316 W’.

AOCF 322

08.03.1995 Reclassified from wagon ‘AOCF 322 E’ to ’ wagon ‘ROQF 322 R’.
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AOCF 335

11.01.1995 Reclassified from wagon ‘AOCF 335 Q’ to ’ wagon ‘ROQF 335 G’.

AOCF 349

13.02.1995 Reclassified from wagon ‘AOCF 349 Y’ to ’ wagon ‘ROQF 349 E’.

AOCF 2427

27.02.1995 Reclassified from wagon ‘AOCF 2427 W’ to ’ wagon ‘ROQF 2427 M’.

AOCF 2432

10.02.1995 Reclassified from wagon ‘AOCF 2432 X’ to ’ wagon ‘ROQF 2432 V’.

AOCF 2436

12.01.1995 Reclassified from wagon ‘AOCF 2436 V’ to ’ wagon ‘ROQF 2436 L’.

AOCF 2440

20.01.1995 Reclassified from wagon ‘AOCF 2440 V’ to ’ wagon ‘ROQF 2440 L’.

AOCX 3

13.02.1989 Reclassified from wagon ‘AOCX 3 C’ to ’ wagon ‘AKHX 3 J’.

AOCX 4

07.03.1991 Reclassified from wagon ‘AOCX 4 L’ to ’ wagon ‘AKBX 4 A’.

AOCX 10

27.03.1991 Reclassified from wagon ‘AOCX 10 G’ to ’ wagon ‘AKBX 10 S’.

AOCX 14

27.02.1989 Reclassified from wagon ‘AOCX 14 T’ to ’ wagon ‘AKHX 14 D’.

AOCX 15

29.11.1988 Reclassified from wagon ‘AOCX 15 F’ to ’ wagon ‘AKCX 15 U’.

AOCX 20

20.02.1989 Reclassified from wagon ‘AOCX 20 Y’ to ’ wagon ‘AKHX 20 V’.

AOCX 31

20.03.1991 Reclassified from wagon ‘AOCX 31 X’ to ’ wagon ‘AKBX 31 U’.
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AOCX 39

14.12.1988 Reclassified from wagon ‘AOCX 39 L’ to ’ wagon ‘AKCX 39 D’.

AOCX 41

29.09.1989 Reclassified from wagon ‘AOCX 41 Q’ to ’ wagon ‘AKHX 41 A’.

AOCX 43

18.09.1991 Reclassified from wagon ‘AOCX 43 L’ to ’ wagon ‘AKBX 43 A’.

AOCX 47

13.11.1990 Reclassified from wagon ‘AOCX 47 B’ to ’ wagon ‘AKHX 47 X’.

AOCX 49

14.12.1988 Reclassified from wagon ‘AOCX 49 T’ to ’ wagon ‘AKCX 49 L’.

AOCX 56

02.08.1989 Reclassified from wagon ‘AOCX 56 A’ to ’ wagon ‘AKHX 56 H’.

AOCX 60

22.08.1990 Reclassified from wagon ‘AOCX 60 A’ to ’ wagon ‘AKHX 60 H’.

AOCX 65

09.12.1988 Reclassified from wagon ‘AOCX 65 W’ to ’ wagon ‘AKCX 65 Y’.

AOCX 73

28.08.1989 Reclassified from wagon ‘AOCX 73 M’ to ’ wagon ‘AKHX 73 T’.

AOCX 83

09.04.1991 Reclassified from wagon ‘AOCX 83 U’ to ’ wagon ‘AKBX 83 J’.

AOCX 86

27.03.1991 Reclassified from wagon ‘AOCX 86 B’ to ’ wagon ‘AKBX 86 N’.

AOCX 94

13.01.1989 Reclassified from wagon ‘AOCX 94 Y’ to ’ wagon ‘AKHX 94 V’.

AOCX 96

27.03.1991 Reclassified from wagon ‘AOCX 96 J’ to ’ wagon ‘AKBX 96 V’.
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AOCX 4018

Details: wagon ‘AOCX 4018 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 03.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SE SV
Return to Service Date: 03.06.1996
Due Triple Valve: 01.03.1996
Last Brake Cylinder: 16.04.1988
Last Lift: 20.03.1986
Cont Max Slots: 3

03.09.1989 Repair ‘STEP’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
14.09.1989 Repair ‘HANDRAILS’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

20.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
01.02.1991 Repair ‘HANDRAILS END’.
01.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘DOOR LOCK MECHANISM’.
27.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
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27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4018 Y’
08.08.1991 Repair ‘HANDRAILS END’.
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4018 Y’
12.12.1991 Repair ‘STANCHION’.
12.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DOOR LOCK MECHANISM’.
08.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4018 Y’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘EMPTY LOAD VALVE’.
12.05.1993 Repair ‘GRADE CONTROL VALVE’.
12.05.1993 Repair ‘SIDE STEP’.
12.05.1993 Repair ‘VEHICLE RECLASSIFY’.
12.05.1993 Repair ‘VEHICLE STENCILS’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4018 Y’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOLX 4018 Y’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4018 Y’
02.06.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE RECLASSIFY’.
02.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4018 Y’
03.06.1996 Repair ‘VEHICLE COMPLETE’.

AOCX 4024

Details: wagon ‘AOCX 4024 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 02.06.1996
Last Brake Cylinder: 07.10.1991
Last Lift: 24.07.1986
Cont Max Slots: 3

03.09.1989 Repair ‘HANDRAILS END’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘DOOR LOCK MECHANISM’.
03.11.1989 Repair ‘STANCHION’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4024 H’
09.11.1989 Repair ‘STEP’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘HANDRAILS END’.
27.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
07.08.1991 Repair ‘END HOSE’.
07.08.1991 Repair ‘SIDE STEP’.
07.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOSX 4024 H’
07.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOSX 4024 H’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4024 H’
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07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘COUPLER KNUCKLE’.
07.10.1991 Repair ‘DOOR LOCK MECHANISM’.
07.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4024 H’
19.01.1992 Repair ‘STEP’.
19.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘VEHICLE STENCILS’.
22.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4024 H’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

04.08.1993 Repair ‘VEHICLE RECLASSIFY’.
04.08.1993 Repair ‘VEHICLE STENCILS’.
04.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4024 H’
02.06.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE RECLASSIFY’.
02.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4024 H’

AOCX 4034

Details: wagon ‘AOCX 4034 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 17.01.1978
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SE SV
Return to Service Date: 21.05.1996
Last Lift: 14.05.1981
Cont Max Slots: 3

05.09.1989 Repair ‘END HOSE’.
05.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4034 R’
24.12.1989 Repair ‘DOOR HINGES AND PINS’.
24.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4034 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

16.07.1990 Repair ‘DOOR HINGES AND PINS’.
16.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4034 R’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4034 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOLX 4034 R’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4034 R’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4034 R’
17.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4034 R’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE RECLASSIFY’.
21.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4034 R’
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AOCX 4069

Details: wagon ‘AOCX 4069 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 21.05.1996
Last Triple Valve: 06.07.1988
Last Single Car Test: 06.07.1988
Last Lift: 06.11.1981
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘HANDBRAKE HANDLE’.
20.12.1990 Repair ‘WEAR PLATES & SADDLES’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4069 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.04.1991 Repair ‘DOOR HINGES AND PINS’.
20.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
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27.05.1991 Repair ‘STEP’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

12.10.1993 Repair ‘VEHICLE STENCILS’.
12.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
15.10.1993 Repair ‘END BRAKE COCK’.
15.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOLX 4069 R’
14.11.1993 Repair ‘DOOR LOCK MECHANISM’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
26.11.1993 Repair ‘END HOSE’.
26.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4069 R’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
12.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOLX 4069 R’
22.05.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4069 R’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

20.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE RECLASSIFY’.
20.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4069 R’
21.05.1996 Repair ‘VEHICLE COMPLETE’.

AOCX 4086

Details: wagon ‘AOCX 4086 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: NS 189
Date Built: 21.11.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 29.06.1996
Last Brake Cylinder: 08.07.1989
Last Single Car Test: 17.10.1991
Last Lift: 28.10.1986
Cont Max Slots: 3

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘END HOSE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Repair ‘TRAIN PIPE (END)’.
08.07.1989 Repair ‘WEAR PLATES & SADDLES’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4086 E’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOSX 4086 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1991 Repair ‘TRAIN PIPE (END)’.
15.10.1991 Repair ‘TRAIN PIPE’.
15.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4086 E’
06.01.1992 Repair ‘DOOR LOCK MECHANISM’.
06.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4086 E’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.
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24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘DOOR LOCK MECHANISM’.
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
24.03.1993 Repair ‘END HOSE’.
24.03.1993 Repair ‘GRADE CONTROL VALVE’.
24.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1993 Repair ‘STANCHION’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4086 E’
16.06.1993 Repair ‘VEHICLE RECLASSIFY’.
16.06.1993 Repair ‘VEHICLE STENCILS’.
16.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4086 E’
24.09.1993 Repair ‘HANDRAILS END’.
24.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4086 E’
03.12.1993 Repair ‘DOOR LOCK MECHANISM’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOSX 4086 E’
05.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4086 E’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

20.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE RECLASSIFY’.
20.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4086 E’
21.05.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

AOCX 4110

Details: wagon ‘AOCX 4110 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 06.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 21.05.1996
Due Triple Valve: 27.04.1991
Last Brake Cylinder: 10.07.1989
Last Single Car Test: 02.12.1993
Last Lift: 21.04.1981
Cont Max Slots: 3

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘DOOR HINGES AND PINS’.
10.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4110 Q’
29.12.1989 Repair ‘STEP’.
29.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4110 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘END BRAKE COCK’.
23.01.1991 Repair ‘END HOSE’.
23.01.1991 Repair ‘TRAIN PIPE (END)’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4110 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘STEP’.
24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
28.08.1991 Repair ‘BOGIE COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE STENCILS’.
28.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOSX 4110 Q’
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30.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
30.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

15.03.1993 Repair ‘DOOR LOCK MECHANISM’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘TRAIN PIPE (END)’.
01.12.1993 Repair ‘TRAIN PIPE’.
01.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4110 Q’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4110 Q’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4110 Q’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE RECLASSIFY’.
21.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4110 Q’

AOCX 4138

Details: wagon ‘AOCX 4138 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
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Date Built: 13.05.1981
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 25.06.1996
Due Triple Valve: 03.03.1997
Last Triple Valve: 24.08.1993
Last Brake Cylinder: 01.06.1990
Last Single Car Test: 24.08.1993
Last Lift: 20.08.1982
Cont Max Slots: 3

11.08.1989 Repair ‘END HOSE’.
11.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4138 Y’
29.09.1989 Repair ‘HANDRAILS END’.
29.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4138 Y’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE PULL ROD’.
13.11.1989 Repair ‘DOOR LOCK MECHANISM’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Repair ‘TRAIN PIPE’.
13.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4138 Y’
21.11.1989 Repair ‘VEHICLE COMPLETE’.
21.11.1989 Repair ‘VEHICLE STENCILS’.
21.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOLX 4138 Y’
24.01.1990 Repair ‘DOOR HINGES AND PINS’.
24.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4138 Y’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOLX 4138 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4138 Y’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘BRAKE LEVER’.
25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘DOOR COMPLETE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4138 Y’
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4138 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
21.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOLX 4138 Y’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘BRAKE CONTROL PIPE’.
17.07.1992 Repair ‘BRAKE LEVER’.
17.07.1992 Repair ‘TRAIN PIPE (END)’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4138 Y’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK OTHER’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘BRAKE PULL ROD’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1993 Repair ‘VEHICLE RECLASSIFY’.
23.08.1993 Repair ‘VEHICLE STENCILS’.
23.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4138 Y’
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOLX 4138 Y’
30.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4138 Y’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4138 Y’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE RECLASSIFY’.
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18.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4138 Y’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

AOCX 4147

Details: wagon ‘AOCX 4147 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 11.10.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SE SV
Return to Service Date: 24.05.1996
Due Triple Valve: 17.09.1994
Last Single Car Test: 06.02.1989
Last Lift: 24.03.1981
Cont Max Slots: 3

07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4147 N’
01.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4147 N’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘DOOR HINGES AND PINS’.
27.06.1990 Repair ‘DOOR LOCK MECHANISM’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4147 N’
18.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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18.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOLX 4147 N’

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4147 N’
20.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4147 N’
17.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1993 Repair ‘HANDBRAKE HANDLE’.
17.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4147 N’
25.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4147 N’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1993 Repair ‘DOOR LOCK MECHANISM’.
17.09.1993 Repair ‘END BRAKE COCK’.
17.09.1993 Repair ‘END BRAKE COCK’.
17.09.1993 Repair ‘END HOSE’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE PIN’.
18.01.1994 Repair ‘BRAKE PIN’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘END HOSE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1994 Repair ‘RELAY VALVE’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
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15.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4147 N’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

17.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE RECLASSIFY’.
17.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4147 N’
24.05.1996 Repair ‘VEHICLE COMPLETE’.

AOCX 4151

Details: wagon ‘AOCX 4151 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 17.05.1996
Last Single Car Test: 24.11.1993
Last Lift: 15.05.1985
Cont Max Slots: 3

24.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4151 L’
14.11.1989 Repair ‘HOSE FITTINGS’.
14.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOSX 4151 L’
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12.01.1990 Repair ‘DOOR HINGES AND PINS’.
12.01.1990 Repair ‘DOOR OPENING MECHANISM’.
12.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4151 L’
13.01.1990 Repair ‘VEHICLE COMPLETE’.
13.01.1990 Repair ‘VEHICLE STENCILS’.
13.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOSX 4151 L’
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4151 L’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4151 L’
08.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOSX 4151 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘HANDRAILS END’.
24.06.1991 Repair ‘HANDRAILS END’.
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOSX 4151 L’
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOSX 4151 L’
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4151 L’
04.10.1991 Repair ‘HANDRAILS END’.
04.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4151 L’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘Sydney’ with a previous code of wagon ‘AOSX 4151 L’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BRAKE BLOCK RB95’.
07.08.1992 Repair ‘BRAKE LEVER’.
07.08.1992 Repair ‘END BRAKE COCK’.
07.08.1992 Repair ‘TRAIN PIPE (END)’.
07.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4151 L’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
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‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

13.07.1993 Repair ‘VEHICLE RECLASSIFY’.
13.07.1993 Repair ‘VEHICLE STENCILS’.
13.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4151 L’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4151 L’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

17.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE RECLASSIFY’.
17.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4151 L’

AOCX 4159

Details: wagon ‘AOCX 4159 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 27.07.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 22.05.1996
Due Triple Valve: 25.05.1989
Last Brake Cylinder: 10.05.1991
Last Single Car Test: 22.06.1990
Last Lift: 01.07.1980
Cont Max Slots: 3
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09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1989 Repair ‘BOGIE COMPLETE’.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘EMPTY LOAD VALVE’.
09.09.1989 Repair ‘GRADE CONTROL VALVE’.
09.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4159 Q’
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4159 Q’
06.02.1990 Repair ‘STEP’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4159 Q’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘DRAFT GEAR POCKET’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Repair ‘TRAIN PIPE’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4159 Q’
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘VEHICLE COMPLETE’.
11.04.1990 Repair ‘VEHICLE STENCILS’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4159 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4159 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4159 Q’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘DOOR OPENING MECHANISM’.
10.05.1991 Repair ‘END BRAKE COCK’.
10.05.1991 Repair ‘END HOSE’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Repair ‘YOKE CARRIER’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4159 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
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‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4159 Q’
17.03.1994 Repair ‘STEP’.
17.03.1994 Repair ‘TRAIN PIPE (END)’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘YOKE CARRIER’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4159 Q’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4159 Q’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4159 Q’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4159 Q’
20.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE RECLASSIFY’.
20.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4159 Q’
21.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

AOCX 4180

Details: wagon ‘AOCX 4180 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 27.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SE SV
Return to Service Date: 03.06.1996
Last Brake Cylinder: 22.04.1991
Last Single Car Test: 27.07.1988
Last Lift: 01.07.1981
Cont Max Slots: 3

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘END HOSE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘HANDRAILS END’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4180 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

23.08.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4180 D’
14.03.1991 Repair ‘HANDRAILS END’.
14.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4180 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘WHEEL SET’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4180 D’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4180 D’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4180 D’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOSX 4180 D’
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13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO
DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4180 D’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4180 D’

AOCX 4185

Details: wagon ‘AOCX 4185 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 04.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SE SV
Return to Service Date: 29.06.1996
Last Single Car Test: 18.01.1989
Last Lift: 01.02.1979
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.06.1990 Repair ‘STEP’.
11.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4185 E’
23.01.1991 Repair ‘END BRAKE COCK’.
23.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOLX 4185 E’
16.03.1991 Repair ‘HANDRAILS END’.
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16.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4185 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.09.1992 Repair ‘STEP’.
20.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOLX 4185 E’
09.10.1992 Repair ‘DRAFT GEAR POCKET’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4185 E’
18.10.1992 Repair ‘STANCHION’.
18.10.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOLX 4185 E’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘DOOR LOCK MECHANISM’.
30.10.1992 Repair ‘STANCHION’.
30.10.1992 Repair ‘VEHICLE COMPLETE’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4185 E’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘DOOR LOCK MECHANISM’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4185 E’
11.08.1993 Repair ‘COUPLER COMPLETE’.
11.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4185 E’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘TRAIN PIPE (END)’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4185 E’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4185 E’
13.05.1996 Alteration complete ‘WELD TOP AND BOTT6OM DOOR CATCHES TO

DOOR PILLARS AND RESTECIL WAGONS TO ‘AOCX ’ STENCIL ‘WHYALLA -
LOONGANA COKE TRAFFIC ONLY‘ON EACH SIDE SILL IN THE CENTRE OF
THE WAGON. WAGON AFFECTED ARE ‘AOLX4034 4018 4069 4138 4147 4159
4185 ’ ‘AOSX 4024 4086 4110 4151 4180 ’ (RS4936)’. New class: ‘AOCX’.

18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE RECLASSIFY’.
18.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4185 E’
29.06.1996 Repair ‘VEHICLE COMPLETE’.
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2.102 Wagon classification starting with ‘AOD’

AODF 1697

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1989 Repair ‘DOOR COMPLETE’.
25.07.1989 Repair ‘DOOR HINGES AND PINS’.
25.07.1989 Repair ‘DOOR LOCK MECHANISM’.
25.07.1989 Repair ‘DOOR OPENING MECHANISM’.
25.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘STANCHION’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 1698

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.12.1989 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 1702

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

AODF 1703

Details: wagon ‘AODF 1703 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 07.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 15.01.94
BSG Code: FSOZ

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WI
Return to Service Date: 15.01.1994
Due Triple Valve: 28.07.1991
Last Triple Valve: 11.07.1988
Last Brake Cylinder: 28.07.1990
Last Single Car Test: 19.07.1991
Last Lift: 17.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

28.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1990 Repair ‘BRAKE BLOCK RB95’.
28.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.07.1990 Repair ‘COUPLER KNUCKLE’.
28.07.1990 Repair ‘EMPTY LOAD VALVE’.
28.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1990 Repair ‘RELAY VALVE’.
28.07.1990 Repair ‘SIDE STEP’.
28.07.1990 Repair ‘STEP’.
26.09.1990 Repair ‘DOOR FRAME’.
26.09.1990 Repair ‘DOOR LOCK MECHANISM’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AODF 1725

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

14.11.1990 Repair ‘DOOR COMPLETE’.
14.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AODY 1725 G’
16.09.1992 Repair ‘VEHICLE RECLASSIFY’.
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16.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AODY 1725 G’

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.09.1993 Repair ‘HANDRAILS END’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 1728

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.08.1989 Repair ‘DOOR COMPLETE’.
01.08.1989 Repair ‘DOOR HINGES AND PINS’.
01.08.1989 Repair ‘DOOR LOCK MECHANISM’.
01.08.1989 Repair ‘DOOR OPENING MECHANISM’.
01.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Repair ‘STANCHION’.
07.08.1989 Repair ‘VEHICLE RECLASSIFY’.
07.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AODY 1728 K’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BRANCH PIPE’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘DOOR HINGES AND PINS’.
04.09.1989 Repair ‘HANDRAILS END’.
06.10.1993 Repair ‘DOOR COMPLETE’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 1729

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

14.06.1991 Repair ‘VEHICLE RECLASSIFY’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AODY 1729 T’
14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 1732

Details: wagon ‘AODF 1732 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 23.08.1961
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 15.01.94
BSG Code: DSOZ

Capacity of 50.8 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 15.01.1994
Due Triple Valve: 11.05.1989
Last Brake Cylinder: 11.05.1988
Last Single Car Test: 11.05.1988
Last Lift: 21.01.1983

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AODF 1733

Details: wagon ‘AODF 1733 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 16.08.1961
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 15.01.94
BSG Code: FSOZ

Capacity of 50.8 tonnes
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Fleet Grp Code: AC UO
Return to Service Date: 15.01.1994
Due Triple Valve: 14.03.1990
Last Single Car Test: 14.03.1989
Last Lift: 21.02.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.04.1992 Repair ‘STEP’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AODF 3327

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3328

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘BRAKE CONTROL PIPE’.
14.07.1989 Repair ‘BRAKE PULL ROD’.
14.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.07.1989 Repair ‘STEP’.
14.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1991 Repair ‘STEP’.
06.10.1991 Repair ‘SIDE STEP’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3329

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.07.1993 Repair ‘STEP’.
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05.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3330

Details: wagon ‘AODF 3330 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 01.01.1961
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 15.01.94
BSG Code: FSOZ

Capacity of 50.8 tonnes

Fleet Grp Code: WI AC
Return to Service Date: 15.01.1994
Due Triple Valve: 25.09.1997
Last Brake Cylinder: 17.07.1989
Last Single Car Test: 31.10.1989
Last Lift: 05.01.1982

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘BRAKE PULL ROD’.
13.07.1989 Repair ‘BRANCH PIPE’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘SIDE BEARER’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AODY 3330 W’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘DOOR COMPLETE’.
11.10.1990 Repair ‘STEP’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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AODF 3331

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.12.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3332

14.01.1988 Alteration complete ‘RECLASSIFY AODY TO AODF - REFER RS4231
(RS3033)’. New class: ‘AODF’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AODY 3332 R’
23.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1991 Repair ‘DISCHARGE DOOR’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
10.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3333

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3334

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AODF 3335

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODF 3336

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AODY 2

17.09.1987 Reclassified from wagon ‘AODY 2 A’ to ’ wagon ‘AODF 3328 K’.

AODY 3

17.09.1987 Reclassified from wagon ‘AODY 3 J’ to ’ wagon ‘AODF 3329 T’.

AODY 5

17.09.1987 Reclassified from wagon ‘AODY 5 E’ to ’ wagon ‘AODF 3331 B’.

AODY 7

17.09.1987 Reclassified from wagon ‘AODY 7 W’ to ’ wagon ‘AODF 3333 T’.

AODY 8

17.09.1987 Reclassified from wagon ‘AODY 8 X’ to ’ wagon ‘AODF 3334 F’.

AODY 9

17.09.1987 Reclassified from wagon ‘AODY 9 R’ to ’ wagon ‘AODF 3335 Y’.

AODY 10

17.09.1987 Reclassified from wagon ‘AODY 10 N’ to ’ wagon ‘AODF 3336 A’.

AODY 1697

19.10.1988 Reclassified from wagon ‘AODY 1697 E’ to ’ wagon ‘AODF 1697 U’.
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AODY 1698

20.08.1987 Reclassified from wagon ‘AODY 1698 N’ to ’ wagon ‘AODF 1698 G’.

AODY 1702

19.04.1988 Reclassified from wagon ‘AODY 1702 J’ to ’ wagon ‘AODF 1702 C’.

AODY 1703

06.07.1988 Reclassified from wagon ‘AODY 1703 S’ to ’ wagon ‘AODF 1703 L’.

AODY 1725

16.09.1992 Reclassified from wagon ‘AODY 1725 G’ to ’ wagon ‘AODF 1725 W’.

AODY 1728

07.08.1989 Reclassified from wagon ‘AODY 1728 K’ to ’ wagon ‘AODF 1728 D’.

AODY 1729

14.06.1991 Reclassified from wagon ‘AODY 1729 T’ to ’ wagon ‘AODF 1729 M’.

AODY 1732

05.02.1988 Reclassified from wagon ‘AODY 1732 K’ to ’ wagon ‘AODF 1732 D’.

AODY 1733

05.11.1987 Reclassified from wagon ‘AODY 1733 T’ to ’ wagon ‘AODF 1733 M’.

AODY 3327

27.11.1987 Reclassified from wagon ‘AODY 3327 X’ to ’ wagon ‘AODF 3327 B’.

AODY 3328

16.11.1987 Reclassified from wagon ‘AODY 3328 R’ to ’ wagon ‘AODF 3328 K’.

AODY 3329

27.11.1987 Reclassified from wagon ‘AODY 3329 D’ to ’ wagon ‘AODF 3329 T’.

AODY 3330

13.07.1989 Reclassified from wagon ‘AODY 3330 W’ to ’ wagon ‘AODF 3330 P’.

AODY 3331

27.11.1987 Reclassified from wagon ‘AODY 3331 X’ to ’ wagon ‘AODF 3331 B’.
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AODY 3332

01.09.1989 Reclassified from wagon ‘AODY 3332 R’ to ’ wagon ‘AODF 3332 K’.

AODY 3333

27.11.1987 Reclassified from wagon ‘AODY 3333 D’ to ’ wagon ‘AODF 3333 T’.

AODY 3334

27.11.1987 Reclassified from wagon ‘AODY 3334 M’ to ’ wagon ‘AODF 3334 F’.

AODY 3335

27.11.1987 Reclassified from wagon ‘AODY 3335 V’ to ’ wagon ‘AODF 3335 Y’.

AODY 3336

27.11.1987 Reclassified from wagon ‘AODY 3336 H’ to ’ wagon ‘AODF 3336 A’.

2.103 Wagon classification starting with ‘AOE’

AOEF 893

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 903

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘END HOSE’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 927

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.
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20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 933

12.09.1990 Reclassified from wagon ‘AOEF 933 A’ to ’ wagon ‘AZYF 933 N’.

AOEF 951

10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 952

Details: wagon ‘AOEF 952 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 183
Date Built: 17.08.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX GB;CCE USE
BSG Code: DSOZ

Capacity of 50.8 tonnes

Fleet Grp Code: PB PZ AH
Return to Service Date: 11.11.1988
Last Lift: 17.03.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

AOEF 961

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOEF 982

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

16.09.1992 Repair ‘VEHICLE RECLASSIFY’.
16.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOEY 982 P’
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 1010

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.01.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE LEVER’.
24.05.1990 Repair ‘BRAKE PIN’.
24.05.1990 Repair ‘BRANCH PIPE’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘SIDE STEP’.
24.05.1990 Repair ‘STEP’.
24.05.1990 Repair ‘TRAIN PIPE (END)’.
24.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘EMPTY LOAD VALVE’.
14.08.1990 Repair ‘GRADE CONTROL VALVE’.
14.08.1990 Repair ‘HANDRAILS END’.
14.08.1990 Repair ‘STEP’.
14.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 1011

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 1234

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOEY 1234 T’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOEY 1234 T’
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 1254

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘STEP’.
13.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOEY 1254 M’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘SIDE STEP’.
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOEY 1254 M’
06.01.1992 Repair ‘DOOR COMPLETE’.
06.01.1992 Repair ‘STEP’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEF 1255

14.01.1987 Alteration complete ‘RECLASSIFY AOEY TO AOEF - REFER RS4231
(RS3034)’. New class: ‘AOEF’.

14.09.1989 Repair ‘BRAKE CONTROL PIPE’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
12.01.1990 Repair ‘DOOR OPENING MECHANISM’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘SIDE STEP’.
01.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOEY 893

13.09.1988 Reclassified from wagon ‘AOEY 893 C’ to ’ wagon ‘AOEF 893 S’.

AOEY 898

10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 903

22.07.1988 Reclassified from wagon ‘AOEY 903 G’ to ’ wagon ‘AOEF 903 W’.

AOEY 912

10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 927

05.02.1988 Reclassified from wagon ‘AOEY 927 M’ to ’ wagon ‘AOEF 927 F’.

AOEY 951

03.04.1989 Reclassified from wagon ‘AOEY 951 F’ to ’ wagon ‘AOEF 951 V’.

AOEY 952

11.11.1988 Reclassified from wagon ‘AOEY 952 Y’ to ’ wagon ‘AOEF 952 H’.

AOEY 961

27.11.1987 Reclassified from wagon ‘AOEY 961 N’ to ’ wagon ‘AOEF 961 G’.

AOEY 966

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 975

10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 982

16.09.1992 Reclassified from wagon ‘AOEY 982 P’ to ’ wagon ‘AOEF 982 X’.

AOEY 1010

17.03.1988 Reclassified from wagon ‘AOEY 1010 W’ to ’ wagon ‘AOEF 1010 P’.
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AOEY 1011

16.10.1987 Reclassified from wagon ‘AOEY 1011 X’ to ’ wagon ‘AOEF 1011 B’.

AOEY 1050

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 1059

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 1108

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 1234

28.02.1990 Reclassified from wagon ‘AOEY 1234 T’ to ’ wagon ‘AOEF 1234 M’.

AOEY 1247

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 1254

28.02.1990 Reclassified from wagon ‘AOEY 1254 M’ to ’ wagon ‘AOEF 1254 F’.

AOEY 1255

29.10.1988 Reclassified from wagon ‘AOEY 1255 V’ to ’ wagon ‘AOEF 1255 Y’.

AOEY 1291

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOEY 1325

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.104 Wagon classification starting with ‘AOG’

AOGA 23

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOGA 28

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘END BRAKE COCK’.
14.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1989 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 31

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 32

19.07.1991 Reclassified from wagon ‘AOGA 32 G’ to ’ wagon ‘OB 32 P’.

AOGA 33

09.09.1988 Reclassified from wagon ‘AOGA 33 P’ to ’ wagon ‘FD 23 L’.

AOGA 56

30.08.1989 Repair ‘VEHICLE SOLD’.

AOGA 62

30.08.1989 Repair ‘VEHICLE SOLD’.

AOGA 70

Details: wagon ‘AOGA 70 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
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Intended Use: GENERAL
Remarks: W/O 06.05.95
BSG Code: FBOZ

Capacity of 44.7 tonnes

Return to Service Date: 06.05.1995
Last Lift: 20.03.1985

06.05.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOGA 72

31.01.1989 Reclassified from wagon ‘AOGA 72 P’ to ’ wagon ‘FD 32 K’.

AOGA 79

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 91

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 101

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 103

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 105

03.11.1988 Reclassified from wagon ‘AOGA 105 Q’ to ’ wagon ‘FD 29 T’.

AOGA 106

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 107

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOGA 122

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 129

22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1992 Repair ‘HANDBRAKE HANDLE’.
14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 133

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 136

02.10.1989 Repair ‘HANDRAILS END’.
06.02.1990 Repair ‘HANDRAILS’.
06.02.1990 Repair ‘STEP’.
03.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 140

27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 142

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 145

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 147

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 148

20.11.1989 Repair ‘HANDRAILS’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
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03.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 153

22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 155

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 157

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 159

04.01.1989 Reclassified from wagon ‘AOGA 159 A’ to ’ wagon ‘AOGF 159 U’.

AOGA 160

Details: wagon ‘AOGA 160 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX OB DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WC SV
Return to Service Date: 19.09.1991
Due Triple Valve: 01.07.1987
Last Lift: 25.07.1986
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19.09.1991 Repair ‘AXLEBOX’.

AOGA 173

29.04.1987 Reclassified from wagon ‘AOGA 173 X’ to ’ wagon ‘QP 39 Q’.

AOGA 176

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 180

16.01.1991 Repair ‘BOGIE COMPLETE’.
16.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 189

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 191

10.03.1989 Reclassified from wagon ‘AOGA 191 G’ to ’ wagon ‘FD 35 Y’.

AOGA 193

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 199

08.02.1989 Reclassified from wagon ‘AOGA 199 J’ to ’ wagon ‘FD 33 T’.

AOGA 200

17.07.1989 Repair ‘DOOR LOCK MECHANISM’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1989 Repair ‘HANDBRAKE HANDLE’.
31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Repair ‘SIDE MEMBER’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE SPRING’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

2424



2.104. Wagon classification starting with ‘AOG’

22.09.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘HANDRAILS’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘DOOR COMPLETE’.
07.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 205

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 206

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 209

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 219

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 223

Details: wagon ‘AOGA 223 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 13.03.1925
Operating System: AN
Intended Use: GENERAL
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Remarks: EX OB
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 28.04.1995
Last Lift: 04.08.1984

21.11.1991 Alteration ‘1. REMOVE WAGON SIDES AND FIT BOLSTERS AND
STANCHIONS. 2. MODIFY BRAKE GEAR. 3. FIT MINER 35X(TCCII) CONSTANT
CONTACT SIDE BEARERS. 4. RECLASSIFY TO ‘AKSY’. 5. STENCIL CAPACITY
60T, ‘SLAB STEEL TRAFFIC ONLY ISLINGTON - WESTERNPORT’ (ONE
WAGON) ‘SLAB STEEL TRAFFIC ONLY WHYALLA - ISLINGTON’ (ONE WAGON)
6. FIT 50T HS (WESTERNPORT WAGON) 7. FIT 70T HS BOGIES (WHYALLA
WAGON) AOGA 129 &223 (RS4658)’. New class: ‘AKSY’.

22.12.1992 Repair ‘SIDE STEP’.
22.12.1992 Repair ‘STEP’.
27.04.1993 Repair ‘END BRAKE COCK’.
03.09.1993 Repair ‘DOOR COMPLETE’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘DOOR LOCK MECHANISM’.
27.09.1993 Repair ‘LASHING POINT’.
27.09.1993 Repair ‘SIDE STEP’.
27.09.1993 Repair ‘STEP’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.

AOGA 225

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 241

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 246

Details: wagon ‘AOGA 246 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
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Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 04.08.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;NOT LOCATED STOCKTAKE 25.11.89
BSG Code: FBOZ

Capacity of 44.7 tonnes

Return to Service Date: 06.05.1995
Last Lift: 05.03.1981

06.05.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOGA 248

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 258

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 266

Details: wagon ‘AOGA 266 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB G-9
Date Built: 27.10.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX OB;TO TAS 28.11.85;STORED
BSG Code: FTOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AC
Return to Service Date: 17.10.1984
Last Lift: 04.09.1981

23.08.1988 Alteration ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD CLASS
WAGONS. (2080A)’. New class: ‘FD’.

AOGA 269

29.04.1987 Reclassified from wagon ‘AOGA 269 P’ to ’ wagon ‘FQ 40 D’.

AOGA 279

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 288

17.12.1986 Reclassified from wagon ‘AOGA 288 W’ to ’ wagon ‘AOGF 288 T’.

AOGA 290

02.07.1989 Repair ‘HANDRAILS’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 293

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 296

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 298

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 301

Details: wagon ‘AOGA 301 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 05.11.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX OB;STORED ISL WKS A/C REPAIRS
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 23.07.1986
Last Lift: 22.09.1981

AOGA 306

14.02.1990 Repair ‘DOOR COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 309

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 317

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 325

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 333

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 341

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOGA 344

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 345

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 349

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 351

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 352

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 354

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 372

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 374

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 375

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 376

01.02.1989 Reclassified from wagon ‘AOGA 376 D’ to ’ wagon ‘AOGF 376 A’.
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AOGA 387

29.04.1987 Reclassified from wagon ‘AOGA 387 U’ to ’ wagon ‘FQ 41 M’.

AOGA 389

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 398

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 402

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 407

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 411

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 431

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 442

16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 444

11.10.1988 Reclassified from wagon ‘AOGA 444 Y’ to ’ wagon ‘AOGF 444 L’.

AOGA 463

16.10.1987 Reclassified from wagon ‘AOGA 463 V’ to ’ wagon ‘AOGF 463 S’.

AOGA 465

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOGA 466

02.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 475

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 476

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 478

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOGA 488

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘HANDRAILS’.
28.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1990 Repair ‘STEP’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 490

28.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 493

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 523

23.09.1989 Reclassified from wagon ‘AOGA 523 T’ to ’ wagon ‘AOGF 523 Q’.

AOGA 527

28.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOGA 542

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 545

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 546

30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 547

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGA 548

01.02.1989 Reclassified from wagon ‘AOGA 548 L’ to ’ wagon ‘AOGF 548 X’.

AOGF 18

Details: wagon ‘AOGF 18 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WK UZ
Return to Service Date: 07.04.1989
Due Triple Valve: 27.02.1990
Last Brake Cylinder: 27.02.1989
Last Lift: 25.06.1985
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 27

05.11.1992 Reclassified from wagon ‘AOGF 27 R’ to ’ wagon ‘AKKL 27 W’.

AOGF 37

Details: wagon ‘AOGF 37 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW SO SZ
Return to Service Date: 27.06.1994
Due Triple Valve: 11.11.1989
Last Brake Cylinder: 11.11.1988
Last Single Car Test: 29.02.1988
Last Lift: 08.08.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

27.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 38

Details: wagon ‘AOGF 38 L’ in AN ‘Mainland Division’.

Owner: AN
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2.104. Wagon classification starting with ‘AOG’

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WC SV
Return to Service Date: 10.01.1996
Due Triple Valve: 19.06.1990
Last Lift: 04.07.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.

AOGF 51

07.07.1986 Reclassified from wagon ‘AOGF 51 K’ to ’ wagon ‘AOGA 51 N’.

AOGF 54

28.04.1992 Reclassified from wagon ‘AOGF 54 Y’ to ’ wagon ‘AKKF 54 S’.

AOGF 65

Details: wagon ‘AOGF 65 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 30.12.1994
Due Triple Valve: 05.08.1994
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.04.1993
Last Lift: 15.07.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘STEP’.
04.01.1990 Repair ‘STRIKING CASTING’.
14.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BEARINGS’.
15.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1993 Repair ‘VEHICLE STENCILS’.
15.04.1993 Repair ‘WHEEL SET’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘HAND RELEASE (AIR)’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 67

23.10.1992 Reclassified from wagon ‘AOGF 67 D’ to ’ wagon ‘AKKL 67 X’.
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2.104. Wagon classification starting with ‘AOG’

AOGF 68

Details: wagon ‘AOGF 68 M’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 15.10.88;SOLD TO ARHS 10.11.88
BSG Code: SBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH
Return to Service Date: 03.05.1995
Due Triple Valve: 01.03.1988
Last Lift: 29.04.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

20.02.1990 Repair ‘VEHICLE RECLASSIFY’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGY 68 T’
03.05.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 69

Details: wagon ‘AOGF 69 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
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2. TIMS GROUP INFORMATION - WAGONS

Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 02.08.1995
Due Triple Valve: 31.12.1988
Last Lift: 10.06.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

26.02.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 75

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.02.1990 Repair ‘CENTRE SILL’.
28.02.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 80

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 81

Details: wagon ‘AOGF 81 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
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2.104. Wagon classification starting with ‘AOG’

Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW SO SZ
Return to Service Date: 25.06.1995
Due Triple Valve: 27.06.1990
Last Lift: 08.08.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

05.04.1990 Repair ‘HANDRAILS’.
31.05.1990 Repair ‘ISOLATING COCK’.
03.07.1991 Repair ‘STEP’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 82

Details: wagon ‘AOGF 82 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AC WK UZ
Return to Service Date: 18.05.1990
Due Triple Valve: 18.05.1991
Last Brake Cylinder: 18.05.1990
Last Lift: 18.03.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

26.09.1989 Repair ‘VEHICLE RECLASSIFY’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGY 82 E’
23.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘HANDRAILS’.
18.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1990 Repair ‘STEP’.
18.05.1990 Repair ‘STRIKING CASTING’.
18.05.1990 Repair ‘WEAR PLATES & SADDLES’.

AOGF 84

Details: wagon ‘AOGF 84 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 17.02.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WB SZ
Return to Service Date: 13.06.1994
Due Triple Valve: 08.02.1991
Last Brake Cylinder: 08.02.1990
Last Lift: 04.08.1984
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2.104. Wagon classification starting with ‘AOG’

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRAKE BLOCK RB101’.
08.02.1990 Repair ‘BRAKE LEVER’.
08.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.02.1990 Repair ‘COUPLER KNUCKLE’.
08.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 86

Details: wagon ‘AOGF 86 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 13.03.1995
Due Triple Valve: 26.05.1989
Last Brake Cylinder: 26.05.1988
Last Lift: 29.11.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.06.1990 Repair ‘HANDRAILS END’.
22.05.1992 Repair ‘STEP’.
23.04.1993 Repair ‘HANDRAILS END’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
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AOGF 88

Details: wagon ‘AOGF 88 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 08.09.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 26.08.1991
Due Triple Valve: 26.08.1992
Last Lift: 07.07.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘DOOR OPENING MECHANISM’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘YOKE CARRIER’.

AOGF 90

Details: wagon ‘AOGF 90 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 15.04.1989
Last Lift: 17.12.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘HANDRAILS’.
01.07.1992 Repair ‘HANDRAILS END’.
01.07.1992 Repair ‘STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 92

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 93

20.04.1989 Reclassified from wagon ‘AOGF 93 Y’ to ’ wagon ‘FD 36 A’.

AOGF 95

Details: wagon ‘AOGF 95 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 17.02.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 29.02.1989
Last Lift: 09.09.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BODY COMPLETE’.
30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘DOOR LOCK MECHANISM’.
30.09.1989 Repair ‘WHEEL SET’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘CARD OR CLIP HOLDER’.
12.06.1990 Repair ‘STEP’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 97

Details: wagon ‘AOGF 97 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
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2.104. Wagon classification starting with ‘AOG’

Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 13.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 30.10.1987
Last Lift: 05.02.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 98

Details: wagon ‘AOGF 98 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 18.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WB SZ
Return to Service Date: 02.05.1989
Due Triple Valve: 02.05.1990
Last Brake Cylinder: 12.04.1988
Last Single Car Test: 12.03.1988
Last Lift: 01.07.1985
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14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 110

Details: wagon ‘AOGF 110 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.07.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WC SV
Return to Service Date: 06.07.1988
Due Triple Valve: 15.06.1988
Last Brake Cylinder: 15.04.1988
Last Lift: 18.12.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 111

Details: wagon ‘AOGF 111 X’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.02.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 15.10.88;SOLD TO ARHS 04.11.88
BSG Code: SBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 04.11.1988
Due Triple Valve: 01.05.1988
Last Lift: 29.05.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 115

Details: wagon ‘AOGF 115 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.02.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 04.05.1993
Due Triple Valve: 05.07.1990
Last Lift: 05.08.1986

2447



2. TIMS GROUP INFORMATION - WAGONS

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘STEP’.
01.04.1993 Repair ‘HANDRAILS END’.
08.04.1993 Repair ‘HANDRAILS’.
04.05.1993 Repair ‘HANDRAILS’.

AOGF 117

15.01.1993 Reclassified from wagon ‘AOGF 117 Q’ to ’ wagon ‘AKKL 117 V’.

AOGF 120

Details: wagon ‘AOGF 120 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 06.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW WD SZ
Last Brake Cylinder: 24.02.1988
Last Lift: 14.01.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Issued at location ‘Jabuk’ with a previous code of wagon ‘AOGY 120 Y’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
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AOGF 127

Details: wagon ‘AOGF 127 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.02.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 21.09.1989
Last Lift: 17.06.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘CARD OR CLIP HOLDER’.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 138

Details: wagon ‘AOGF 138 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 16.02.1994
Last Brake Cylinder: 16.02.1993
Last Lift: 15.11.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 139

Details: wagon ‘AOGF 139 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AC SO SZ
Return to Service Date: 13.08.1994
Due Triple Valve: 09.04.1991
Last Brake Cylinder: 09.04.1990
Last Lift: 30.11.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Repair ‘STRIKING CASTING’.
24.04.1990 Repair ‘BOGIE BOLSTER’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘TOP CENTRE PLATE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 144

Details: wagon ‘AOGF 144 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 06.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 24.02.1989
Due Triple Valve: 08.02.1990
Last Lift: 22.04.1985
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14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 146

Details: wagon ‘AOGF 146 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.7tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 17.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 27.06.1994
Due Triple Valve: 18.05.1990
Last Lift: 10.03.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘DOOR COMPLETE’.
23.02.1990 Repair ‘STEP’.
23.02.1990 Repair ‘TOP CENTRE PLATE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 150

11.02.1993 Reclassified from wagon ‘AOGF 150 X’ to ’ wagon ‘AKKL 150 N’.

AOGF 151

Details: wagon ‘AOGF 151 R’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 18.12.93;STORED IWS
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WE SZ
Return to Service Date: 20.10.1995
Last Lift: 25.07.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 154

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.05.1990 Repair ‘HANDRAILS’.
17.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘STEP’.
17.05.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘DOOR COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 157

06.11.1986 Reclassified from wagon ‘AOGF 157 C’ to ’ wagon ‘AOGA 157 F’.

AOGF 159

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.
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28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘HANDBRAKE HANDLE’.
25.09.1989 Repair ‘HANDRAILS’.
29.09.1989 Repair ‘BOGIE BEARINGS’.
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 165

27.04.1992 Reclassified from wagon ‘AOGF 165 P’ to ’ wagon ‘AKKF 165 T’.

AOGF 166

Details: wagon ‘AOGF 166 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 01.11.1988
Last Lift: 25.11.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.06.1994 Repair ‘VEHICLE COMPLETE’.
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AOGF 167

Details: wagon ‘AOGF 167 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 08.04.1993
Due Triple Valve: 17.05.1990
Last Brake Cylinder: 17.05.1989
Last Lift: 03.09.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1993 Repair ‘HANDRAILS’.

AOGF 169

24.09.1991 Reclassified from wagon ‘AOGF 169 F’ to ’ wagon ‘OB 169 R’.

AOGF 170

28.04.1992 Reclassified from wagon ‘AOGF 170 B’ to ’ wagon ‘AKKF 170 F’.

AOGF 171

Details: wagon ‘AOGF 171 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;TO TAS 1985;STORED
BSG Code: FTOZ

Capacity of 49 tonnes

Corporate ID flag: Y
Return to Service Date: 09.04.1986
Last Lift: 06.12.1983

23.08.1988 Alteration ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD CLASS
WAGONS. (2080A)’. New class: ‘FD’.

AOGF 172

Details: wagon ‘AOGF 172 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 30.12.1994
Due Triple Valve: 12.03.1991
Last Brake Cylinder: 12.03.1990
Last Lift: 01.08.1986
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14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘HANDRAILS’.
12.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 175

Details: wagon ‘AOGF 175 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 16.02.1994
Last Brake Cylinder: 16.02.1993
Last Lift: 05.11.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘HANDRAILS’.
26.04.1990 Repair ‘HANDRAILS’.
26.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1990 Repair ‘STEP’.
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘STANCHION’.
20.01.1993 Repair ‘BRAKE BLOCK RB95’.
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BRAKE BLOCK RB95’.
16.02.1993 Repair ‘BRAKE CONTROL PIPE’.
16.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 177

Details: wagon ‘AOGF 177 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 26.02.1995
Due Triple Valve: 25.02.1988
Last Lift: 02.06.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.04.1993 Repair ‘HANDRAILS END’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 178

Details: wagon ‘AOGF 178 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 20.09.1995
Due Triple Valve: 02.03.1989
Last Brake Cylinder: 23.07.1990
Last Single Car Test: 23.02.1988
Last Lift: 31.10.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

10.04.1990 Repair ‘DOOR COMPLETE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘DOOR HINGES AND PINS’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘COUPLER KNUCKLE’.
22.03.1993 Repair ‘DOOR LOCK MECHANISM’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
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AOGF 179

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 182

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.05.1990 Repair ‘HANDRAILS’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 184

23.09.1988 Reclassified from wagon ‘AOGF 184 W’ to ’ wagon ‘FD 25 G’.

AOGF 186

Details: wagon ‘AOGF 186 R’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 15.10.88;SOLD TO ARHS 04.11.88
BSG Code: SBOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AH AW
Return to Service Date: 04.11.1988
Due Triple Valve: 01.07.1988
Last Lift: 21.05.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 192

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.04.1993 Repair ‘STEP’.
09.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 196

Details: wagon ‘AOGF 196 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 28.04.1990
Due Triple Valve: 24.02.1989
Last Brake Cylinder: 24.02.1988
Last Single Car Test: 02.03.1988
Last Lift: 06.12.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

28.04.1990 Repair ‘HANDRAILS END’.
28.04.1990 Repair ‘SIDE STEP’.
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AOGF 201

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 204

Details: wagon ‘AOGF 204 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.08.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 29.04.1988
Due Triple Valve: 29.04.1989
Last Brake Cylinder: 29.04.1988
Last Lift: 15.08.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 208

Details: wagon ‘AOGF 208 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 27.06.1992
Due Triple Valve: 27.06.1993
Last Lift: 22.11.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.06.1992 Repair ‘COUPLER KNUCKLE’.
27.06.1992 Repair ‘HANDRAILS END’.

AOGF 210

25.11.1988 Reclassified from wagon ‘AOGF 210 G’ to ’ wagon ‘FD 30 P’.

AOGF 211

Details: wagon ‘AOGF 211 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
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Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 06.04.1994
Last Lift: 20.07.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

22.06.1990 Repair ‘HANDRAILS END’.
22.06.1990 Repair ‘STEP’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

AOGF 212

10.02.1989 Reclassified from wagon ‘AOGF 212 B’ to ’ wagon ‘FD 31 B’.

AOGF 218

21.05.1992 Reclassified from wagon ‘AOGF 218 J’ to ’ wagon ‘AKKF 218 N’.

AOGF 220

Details: wagon ‘AOGF 220 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.10.1928
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 20.01.1989
Due Triple Valve: 20.04.1989
Last Brake Cylinder: 20.04.1988
Last Lift: 05.12.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 224

Details: wagon ‘AOGF 224 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 13.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 27.06.1989
Due Triple Valve: 27.06.1990
Last Brake Cylinder: 27.06.1989
Last Lift: 29.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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AOGF 229

Details: wagon ‘AOGF 229 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 04.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 21.01.1990
Due Triple Valve: 31.05.1990
Last Brake Cylinder: 31.05.1989
Last Lift: 04.04.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.01.1990 Repair ‘HANDRAILS’.

AOGF 231

Details: wagon ‘AOGF 231 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 18.05.1994
Due Triple Valve: 12.02.1991
Last Brake Cylinder: 12.02.1990
Last Lift: 05.09.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1990 Repair ‘STEP’.
01.03.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘LASHING POINT’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘END HOSE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 235

Details: wagon ‘AOGF 235 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
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Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 23.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 01.11.1988
Last Lift: 12.07.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.06.1990 Repair ‘HANDRAILS’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 239

29.04.1987 Reclassified from wagon ‘AOGF 239 L’ to ’ wagon ‘FD 20 H’.

AOGF 242

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 245

Details: wagon ‘AOGF 245 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 28.03.1995
Due Triple Valve: 08.02.1991
Last Brake Cylinder: 08.02.1990
Last Lift: 14.03.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Repair ‘BRAKE LEVER’.
08.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.02.1990 Repair ‘COUPLER KNUCKLE’.
08.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 250

05.09.1988 Reclassified from wagon ‘AOGF 250 P’ to ’ wagon ‘FD 22 C’.

AOGF 255

Details: wagon ‘AOGF 255 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.05.1925
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC
Return to Service Date: 09.06.1994
Due Triple Valve: 13.08.1989
Last Brake Cylinder: 13.08.1988
Last Lift: 09.11.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 256

Details: wagon ‘AOGF 256 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 08.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 24.02.1989
Last Triple Valve: 23.03.1989
Last Brake Cylinder: 24.02.1988
Last Single Car Test: 24.02.1988
Last Lift: 28.08.1985
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14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

15.06.1990 Repair ‘STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 261

Details: wagon ‘AOGF 261 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PD PZ
Return to Service Date: 19.06.1990
Last Brake Cylinder: 26.03.1990
Last Lift: 13.05.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.04.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.04.1990 Repair ‘STEP’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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AOGF 262

Details: wagon ‘AOGF 262 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.06.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 27.04.1993
Due Triple Valve: 27.04.1994
Last Lift: 10.03.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘HANDRAILS END’.

AOGF 267

Details: wagon ‘AOGF 267 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
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Date Built: 14.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PD PZ
Return to Service Date: 08.06.1989
Due Triple Valve: 01.08.1988
Last Lift: 12.01.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 268

Details: wagon ‘AOGF 268 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 12.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WC SV
Return to Service Date: 18.02.1988
Due Triple Valve: 01.10.1988
Last Lift: 27.11.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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AOGF 271

23.10.1992 Reclassified from wagon ‘AOGF 271 R’ to ’ wagon ‘AKKL 271 W’.

AOGF 273

Details: wagon ‘AOGF 273 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PB PZ
Return to Service Date: 14.02.1990
Last Lift: 01.11.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.02.1990 Repair ‘HANDRAILS’.

AOGF 274

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.09.1989 Repair ‘HANDBRAKE HANDLE’.
18.12.1989 Repair ‘DOOR HINGES AND PINS’.
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19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘DOOR LOCK MECHANISM’.
19.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 277

Details: wagon ‘AOGF 277 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 03.07.1992
Due Triple Valve: 10.08.1989
Last Lift: 13.06.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1990 Repair ‘STRIKING CASTING’.
03.05.1990 Repair ‘END HOSE’.
03.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
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AOGF 282

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.02.1995 Repair ‘VEHICLE SOLD’.

AOGF 283

Details: wagon ‘AOGF 283 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 11.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 11.06.1995
Due Triple Valve: 16.06.1988
Last Lift: 03.05.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 285

Details: wagon ‘AOGF 285 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 08.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 15.01.1989
Last Brake Cylinder: 15.01.1988
Last Lift: 21.11.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 287

Details: wagon ‘AOGF 287 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: SO SZ AC
Return to Service Date: 25.07.1994
Due Triple Valve: 09.05.1990
Last Brake Cylinder: 09.05.1989
Last Lift: 29.04.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

31.03.1990 Repair ‘HANDRAILS’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 288

Details: wagon ‘AOGF 288 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 10.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 31.08.1995
Due Triple Valve: 08.04.1988
Last Lift: 17.12.1986
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1990 Repair ‘TRAIN PIPE (END)’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 289

Details: wagon ‘AOGF 289 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 10.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PB PZ
Return to Service Date: 03.05.1990
Due Triple Valve: 12.02.1991
Last Brake Cylinder: 12.02.1990
Last Lift: 01.06.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘END BRAKE COCK’.
12.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1990 Repair ‘STEP’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
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03.05.1990 Repair ‘STANCHION’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.

AOGF 291

26.05.1986 Reclassified from wagon ‘AOGF 291 K’ to ’ wagon ‘AOGA 291 N’.

AOGF 292

Details: wagon ‘AOGF 292 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 29.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: SO SZ AC
Return to Service Date: 28.03.1989
Due Triple Valve: 26.03.1989
Last Brake Cylinder: 26.03.1988
Last Lift: 14.08.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 299

Details: wagon ‘AOGF 299 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 29.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 16.06.1994
Due Triple Valve: 01.05.1991
Last Lift: 11.02.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.08.1989 Repair ‘HANDRAILS’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘WHEEL SET’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 302

Details: wagon ‘AOGF 302 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 01.01.1987
Last Lift: 09.01.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

06.03.1990 Repair ‘HANDRAILS END’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGY 302 H’
10.04.1990 Repair ‘HANDRAILS’.
10.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGY 302 H’
20.06.1990 Repair ‘VEHICLE RECLASSIFY’.
20.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGY 302 H’
31.07.1990 Repair ‘HANDRAILS’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 303

Details: wagon ‘AOGF 303 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 19.01.1996
Due Triple Valve: 17.02.1989
Last Lift: 21.11.1983
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14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

26.06.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

AOGF 304

Details: wagon ‘AOGF 304 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 01.10.1988
Last Lift: 19.05.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘SIDE STEP’.
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘COUPLER KNUCKLE’.
22.03.1993 Repair ‘DOOR LOCK MECHANISM’.
22.03.1993 Repair ‘STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
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AOGF 313

Details: wagon ‘AOGF 313 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 20.06.1990
Last Lift: 28.05.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1989 Repair ‘STEP’.
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘DOOR LOCK MECHANISM’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 316

Details: wagon ‘AOGF 316 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WD SZ
Return to Service Date: 22.06.1994
Due Triple Valve: 08.07.1991
Last Brake Cylinder: 08.07.1990
Last Lift: 24.09.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.04.1990 Repair ‘HANDRAILS’.
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1990 Repair ‘STANCHION’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
11.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1993 Repair ‘STEP’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 319

Details: wagon ‘AOGF 319 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
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Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PD PZ
Return to Service Date: 10.04.1989
Due Triple Valve: 11.06.1988
Last Triple Valve: 10.04.1989
Last Brake Cylinder: 10.04.1989
Last Lift: 01.03.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 322

Details: wagon ‘AOGF 322 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

2486



2.104. Wagon classification starting with ‘AOG’

Fleet Grp Code: AC PB PZ
Return to Service Date: 07.06.1989
Due Triple Valve: 01.05.1990
Last Brake Cylinder: 01.05.1989
Last Lift: 27.05.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

AOGF 326

Details: wagon ‘AOGF 326 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW SO SZ
Return to Service Date: 09.08.1994
Due Triple Valve: 26.06.1990
Last Lift: 02.11.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.08.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 329

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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20.07.1990 Repair ‘HANDRAILS’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 330

22.05.1992 Reclassified from wagon ‘AOGF 330 G’ to ’ wagon ‘AKKF 330 K’.

AOGF 331

Details: wagon ‘AOGF 331 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 05.10.1995
Due Triple Valve: 01.10.1988
Last Lift: 07.07.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.10.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 336

08.05.1989 Reclassified from wagon ‘AOGF 336 Y’ to ’ wagon ‘FD 38 S’.

AOGF 337

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 340

Details: wagon ‘AOGF 340 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 12.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 27.04.1993
Due Triple Valve: 15.09.1990
Last Lift: 03.04.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘TRAIN PIPE (END)’.
07.12.1989 Repair ‘END HOSE’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1990 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Repair ‘BRAKE PULL ROD’.
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09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘DOOR COMPLETE’.
09.05.1990 Repair ‘SIDE BEARER’.
09.05.1990 Repair ‘STEP’.
09.05.1990 Repair ‘TOP CENTRE PLATE’.
31.03.1993 Repair ‘HANDRAILS’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘WHEEL SET’.

AOGF 343

29.04.1987 Reclassified from wagon ‘AOGF 343 S’ to ’ wagon ‘FW 101 W’.

AOGF 348

Details: wagon ‘AOGF 348 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 03.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 26.01.1993
Due Triple Valve: 10.02.1991
Last Brake Cylinder: 10.02.1990
Last Lift: 10.10.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BRAKE BLOCK RB95’.
10.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.02.1990 Repair ‘COUPLER KNUCKLE’.
10.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1993 Repair ‘END HOSE’.
26.01.1993 Repair ‘STEP’.

AOGF 350

Details: wagon ‘AOGF 350 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 10.08.1991
Due Triple Valve: 03.04.1991
Last Triple Valve: 03.04.1990
Last Lift: 06.08.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘STANCHION’.
10.08.1991 Repair ‘HANDRAILS’.
10.08.1991 Repair ‘STEP’.
10.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

2491



2. TIMS GROUP INFORMATION - WAGONS

AOGF 356

Details: wagon ‘AOGF 356 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 11.06.1995
Due Triple Valve: 06.06.1990
Last Brake Cylinder: 29.04.1993
Last Lift: 12.03.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

16.11.1989 Repair ‘HANDRAILS END’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 357

Details: wagon ‘AOGF 357 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.07.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 05.02.1993
Due Triple Valve: 05.07.1990
Last Lift: 12.06.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘STEP’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘STEP’.

AOGF 365

26.10.1992 Reclassified from wagon ‘AOGF 365 G’ to ’ wagon ‘AKKL 365 L’.

AOGF 370

Details: wagon ‘AOGF 370 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 05.10.1928
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 31.03.1993
Due Triple Valve: 03.05.1992
Last Brake Cylinder: 03.05.1991
Last Lift: 06.08.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘STEP’.
08.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1993 Repair ‘HANDRAILS’.

AOGF 373

Details: wagon ‘AOGF 373 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
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BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 18.03.1994
Last Brake Cylinder: 17.02.1989
Last Lift: 08.08.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘DOOR COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 376

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

16.09.1988 Alteration complete ‘RECLASSIFY ‘AOGA’ WAGONS TO ‘AOGF‘. AOGA 376,
444 & 548 (RS4332)’. New class: ‘AOGF’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1989 Repair ‘HANDRAILS’.
27.11.1989 Repair ‘VEHICLE COMPLETE’.
27.11.1989 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 378

Details: wagon ‘AOGF 378 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 23.03.1925
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 27.06.1994
Due Triple Valve: 05.06.1990
Last Brake Cylinder: 05.06.1989
Last Lift: 21.06.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 381

Details: wagon ‘AOGF 381 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 03.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 19.02.1992
Due Triple Valve: 31.05.1989
Last Brake Cylinder: 31.05.1988
Last Lift: 11.07.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1990 Repair ‘HANDRAILS’.
19.02.1992 Repair ‘HANDRAILS’.

AOGF 382

Details: wagon ‘AOGF 382 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 22.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;STORED ISL WKS A/C REPAIRS
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC UU UZ
Due Triple Valve: 08.12.1989
Last Lift: 28.06.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 383

Details: wagon ‘AOGF 383 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
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Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 15.09.1995
Due Triple Valve: 15.05.1990
Last Brake Cylinder: 15.05.1989
Last Lift: 19.04.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘SIDE STEP’.
10.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 386

21.05.1992 Reclassified from wagon ‘AOGF 386 X’ to ’ wagon ‘AKKF 386 M’.

AOGF 391

21.05.1992 Reclassified from wagon ‘AOGF 391 R’ to ’ wagon ‘AKKF 391 V’.

AOGF 394

Details: wagon ‘AOGF 394 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
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Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 29.05.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 28.09.1994
Due Triple Valve: 26.04.1990
Last Brake Cylinder: 26.04.1989
Last Lift: 15.07.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘STRIKING CASTING’.
15.08.1989 Repair ‘WEAR PLATES & SADDLES’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BRAKE BLOCK RB95’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 406

28.04.1992 Reclassified from wagon ‘AOGF 406 U’ to ’ wagon ‘AKKF 406 B’.

AOGF 408

Details: wagon ‘AOGF 408 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 30.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 26.06.1993
Due Triple Valve: 22.01.1989
Last Lift: 07.08.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

20.04.1990 Repair ‘VEHICLE RECLASSIFY’.
20.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGY 408 W’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘END FRAME MEMBER’.

AOGF 417

Details: wagon ‘AOGF 417 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 08.09.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ
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Capacity of 44.7 tonnes

Fleet Grp Code: AC PD PZ
Return to Service Date: 14.06.1995
Due Triple Valve: 02.05.1989
Last Lift: 29.11.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘HANDRAILS’.
15.06.1990 Repair ‘HANDRAILS’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.12.1993 Repair ‘COUPLER KNUCKLE’.
23.12.1993 Repair ‘END BRAKE COCK’.
23.12.1993 Repair ‘HANDRAILS’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 420

Details: wagon ‘AOGF 420 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 26.09.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AC SO SZ
Return to Service Date: 27.05.1994
Due Triple Valve: 08.05.1990
Last Brake Cylinder: 08.05.1989
Last Lift: 22.04.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BODY COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
10.12.1993 Repair ‘END HOSE’.
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Repair ‘YOKE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 425

15.01.1993 Reclassified from wagon ‘AOGF 425 E’ to ’ wagon ‘AKKL 425 J’.

AOGF 426

Details: wagon ‘AOGF 426 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 16.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AC PD PZ
Return to Service Date: 26.05.1995
Due Triple Valve: 20.06.1990
Last Brake Cylinder: 20.06.1989
Last Lift: 12.05.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

26.05.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 429

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 433

Details: wagon ‘AOGF 433 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW SO SZ
Return to Service Date: 05.10.1995
Due Triple Valve: 29.06.1989
Last Brake Cylinder: 29.06.1988
Last Lift: 31.07.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.05.1991 Repair ‘SIDE STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 440

Details: wagon ‘AOGF 440 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 10.02.1995
Due Triple Valve: 01.10.1987
Last Brake Cylinder: 24.06.1993
Last Lift: 25.10.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

15.03.1990 Repair ‘HANDRAILS’.
08.04.1990 Repair ‘HANDRAILS’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.06.1993 Repair ‘TOP CENTRE PLATE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.06.1993 Repair ‘END HOSE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘VEHICLE STENCILS’.
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02.08.1993 Repair ‘HANDRAILS’.
30.09.1993 Repair ‘WHEEL SET’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘WHEEL SET’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 444

16.09.1988 Alteration complete ‘RECLASSIFY ‘AOGA’ WAGONS TO ‘AOGF‘. AOGA 376,
444 & 548 (RS4332)’. New class: ‘AOGF’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘END FRAME MEMBER’.
21.07.1989 Repair ‘STEP’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 445

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AOGF 446

Details: wagon ‘AOGF 446 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 17.04.1925
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 24.05.1994
Due Triple Valve: 08.03.1991
Last Brake Cylinder: 08.03.1990
Last Lift: 03.04.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1990 Repair ‘COUPLER KNUCKLE’.
08.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1993 Repair ‘END BRAKE COCK’.
05.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 456

Details: wagon ‘AOGF 456 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 04.08.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 15.03.1990
Last Lift: 19.12.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.03.1990 Repair ‘HANDRAILS’.

AOGF 459

22.05.1992 Reclassified from wagon ‘AOGF 459 S’ to ’ wagon ‘AKKF 459 W’.

AOGF 460

Details: wagon ‘AOGF 460 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: SO SZ AC
Return to Service Date: 18.02.1993
Due Triple Valve: 01.07.1987
Last Brake Cylinder: 11.05.1989
Last Lift: 14.12.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘DOOR COMPLETE’.
05.07.1989 Repair ‘STEP’.
18.12.1990 Repair ‘STEP’.
25.03.1991 Repair ‘HANDRAILS END’.
18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘STEP’.
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AOGF 461

Details: wagon ‘AOGF 461 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 07.02.1990
Due Triple Valve: 14.10.1988
Last Lift: 01.09.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.02.1990 Repair ‘HANDRAILS END’.

AOGF 463

Details: wagon ‘AOGF 463 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.07.1928
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 09.05.1990
Due Triple Valve: 01.10.1988
Last Lift: 16.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.05.1990 Repair ‘HOSE FITTINGS’.

AOGF 470

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

06.07.1989 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 473

Details: wagon ‘AOGF 473 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 06.07.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FBOZ

Capacity of 44.7 tonnes
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Fleet Grp Code: AC SO SZ
Return to Service Date: 04.10.1994
Due Triple Valve: 08.05.1994
Last Brake Cylinder: 08.05.1993
Last Lift: 11.12.1984

22.03.1990 Repair ‘DOOR OPENING MECHANISM’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DOOR HINGES AND PINS’.
20.04.1990 Repair ‘DOOR LOCK MECHANISM’.
19.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.05.1993 Repair ‘COUPLER KNUCKLE’.
08.05.1993 Repair ‘DOOR LOCK MECHANISM’.
08.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 489

Details: wagon ‘AOGF 489 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 16.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 23.03.1995
Due Triple Valve: 23.12.1988
Last Lift: 13.06.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

26.09.1989 Repair ‘VEHICLE RECLASSIFY’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGY 489 D’

2510



2.104. Wagon classification starting with ‘AOG’

09.06.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 492

Details: wagon ‘AOGF 492 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 16.08.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PD PZ
Return to Service Date: 07.04.1994
Due Triple Valve: 27.05.1994
Last Triple Valve: 10.01.1994
Last Lift: 26.02.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
01.12.1993 Repair ‘COUPLER COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BRANCH PIPE’.
10.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
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AOGF 495

Details: wagon ‘AOGF 495 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 03.06.95
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WC SV
Return to Service Date: 03.06.1995
Due Triple Valve: 27.02.1989
Last Brake Cylinder: 27.02.1988
Last Lift: 15.12.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.06.1990 Repair ‘HANDBRAKE HANDLE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOGF 496

Details: wagon ‘AOGF 496 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160

2512
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.08.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 09.06.1994
Due Triple Valve: 20.06.1990
Last Brake Cylinder: 22.04.1988
Last Lift: 16.12.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

22.06.1990 Repair ‘HANDRAILS END’.
22.06.1990 Repair ‘STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 502

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1990 Repair ‘COUPLER KNUCKLE’.
23.05.1990 Repair ‘STEP’.
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.02.1995 Repair ‘VEHICLE SOLD’.

AOGF 507

Details: wagon ‘AOGF 507 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
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Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 27.10.1994
Due Triple Valve: 14.02.1991
Last Brake Cylinder: 23.06.1988
Last Lift: 23.01.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE SPRING’.
14.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
31.03.1990 Repair ‘SIDE STEP’.
24.07.1991 Repair ‘HANDRAILS’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BRAKE BLOCK RB95’.
22.04.1994 Repair ‘DOOR OPENING MECHANISM’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 514

Details: wagon ‘AOGF 514 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.07.1925
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 08.02.1995
Due Triple Valve: 24.02.1991
Last Brake Cylinder: 24.02.1990
Last Lift: 28.11.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.02.1990 Repair ‘COUPLER KNUCKLE’.
24.02.1990 Repair ‘HANDRAILS’.
24.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1990 Repair ‘HOSE FITTINGS’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 516

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 517

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 523

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1989 Repair ‘VEHICLE RECLASSIFY’.
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGA 523 T’
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 524

Details: wagon ‘AOGF 524 C’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.06.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA;TO TAS 16.10.85;STORED
BSG Code: FTOZ

Capacity of 44.7 tonnes

Return to Service Date: 22.10.1984
Last Lift: 12.06.1981

23.08.1988 Alteration ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD CLASS
WAGONS. (2080A)’. New class: ‘FD’.

AOGF 535

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘LADDER’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGF 540

Details: wagon ‘AOGF 540 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.04.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 26.04.1989
Due Triple Valve: 26.04.1990
Last Lift: 22.04.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AOGF 548

Details: wagon ‘AOGF 548 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 04.06.1989
Last Lift: 06.08.1985

16.09.1988 Alteration complete ‘RECLASSIFY ‘AOGA’ WAGONS TO ‘AOGF‘. AOGA 376,
444 & 548 (RS4332)’. New class: ‘AOGF’.
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AOGF 555

Details: wagon ‘AOGF 555 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.02.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;DOORS SEALED FOR BULK
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PD PZ
Return to Service Date: 25.07.1994
Due Triple Valve: 01.04.1988
Last Lift: 01.09.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.01.1990 Repair ‘HANDRAILS’.
08.11.1993 Repair ‘HANDRAILS’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.

AOGF 559

Details: wagon ‘AOGF 559 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
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2.104. Wagon classification starting with ‘AOG’

Diagram Book Page No.: CB G-9
Date Built: 13.07.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PD PZ
Return to Service Date: 26.03.1995
Due Triple Valve: 01.12.1987
Last Lift: 07.11.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

19.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.

AOGF 566

Details: wagon ‘AOGF 566 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 29.09.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 03.05.1990
Due Triple Valve: 04.03.1989
Last Brake Cylinder: 03.05.1990
Last Lift: 11.02.1985

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘DOOR LOCK MECHANISM’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1990 Repair ‘STANCHION’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.

AOGF 567

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGL 207

Details: wagon ‘AOGL 207 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 19.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 09.04.1996
Due Triple Valve: 28.10.1988
Last Lift: 02.05.1985

27.07.1989 Repair ‘HANDRAILS’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

AOGL 214

Details: wagon ‘AOGL 214 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGA
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 08.04.1995
Due Triple Valve: 11.07.1989
Last Brake Cylinder: 11.07.1988
Last Single Car Test: 11.07.1988
Last Lift: 22.12.1982

01.08.1991 Repair ‘HANDRAILS’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 217

Details: wagon ‘AOGL 217 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 19.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGA
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 22.06.1995
Due Triple Valve: 01.09.1988
Last Lift: 08.09.1987

21.08.1989 Repair ‘HANDRAILS’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 222

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘HANDRAILS’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘SIDE COMPLETE’.
13.07.1989 Repair ‘STEP’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE SOLD’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOGL 227

Details: wagon ‘AOGL 227 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 12.06.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 21.02.1996
Due Triple Valve: 13.03.1991
Last Brake Cylinder: 14.03.1989
Last Lift: 23.01.1987

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘HANDRAILS’.
05.10.1993 Repair ‘HANDRAILS’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.

AOGL 237

Details: wagon ‘AOGL 237 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 17.02.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Fleet Grp Code: WC SV
Return to Service Date: 02.02.1996
Due Triple Valve: 13.12.1989
Last Single Car Test: 13.12.1988
Last Lift: 15.04.1983

09.03.1990 Repair ‘HANDRAILS’.
23.08.1991 Repair ‘STEP’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.

AOGL 240

14.07.1992 Reclassified from wagon ‘AOGL 240 X’ to ’ wagon ‘AFPL 240 R’.

AOGL 243

Details: wagon ‘AOGL 243 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 26.03.1995
Due Triple Valve: 18.03.1994
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 18.03.1993
Last Lift: 01.04.1984

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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04.10.1989 Repair ‘ROOF COMPLETE’.
04.10.1989 Repair ‘STEP’.
04.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘VEHICLE STENCILS’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 254

Details: wagon ‘AOGL 254 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.07.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW WC SZ
Return to Service Date: 30.06.1990
Due Triple Valve: 27.10.1988
Last Lift: 11.04.1983

17.02.1990 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1990 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Repair ‘COUPLER KNUCKLE’.
30.06.1990 Repair ‘WHEEL SET’.

AOGL 260

Details: wagon ‘AOGL 260 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 23.03.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 15.06.1990
Due Triple Valve: 03.01.1990
Last Brake Cylinder: 03.01.1989
Last Lift: 03.07.1986

21.01.1990 Repair ‘DOOR OPENING MECHANISM’.
15.06.1990 Repair ‘HANDRAILS’.

AOGL 276

Details: wagon ‘AOGL 276 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Fleet Grp Code: AC SO SZ
Return to Service Date: 27.08.1990
Due Triple Valve: 27.08.1991
Last Brake Cylinder: 27.08.1990
Last Lift: 25.10.1979

27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.08.1990 Repair ‘END BRAKE COCK’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘STEP’.
27.08.1990 Repair ‘VEHICLE COMPLETE’.

AOGL 278

24.04.1992 Reclassified from wagon ‘AOGL 278 M’ to ’ wagon ‘AKKF 278 P’.

AOGL 281

Details: wagon ‘AOGL 281 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 14.07.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGA
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 31.07.1993
Due Triple Valve: 22.06.1992
Last Brake Cylinder: 22.06.1991
Last Single Car Test: 29.02.1988
Last Lift: 23.12.1982

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘END BRAKE COCK’.
06.02.1990 Repair ‘SIDE COMPLETE’.
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06.02.1990 Repair ‘TRAIN PIPE (END)’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘DOOR COMPLETE’.
22.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1992 Repair ‘HOSE FITTINGS’.
31.07.1993 Repair ‘HANDRAILS’.

AOGL 294

Details: wagon ‘AOGL 294 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.03.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 13.05.1996
Due Triple Valve: 23.12.1994
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 23.12.1993
Last Lift: 23.06.1987

03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.05.1990 Repair ‘STANCHION’.
03.05.1990 Repair ‘TRAIN PIPE’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
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26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Repair ‘VEHICLE STENCILS’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1993 Repair ‘VEHICLE STENCILS’.
16.03.1993 Repair ‘WEAR PLATES & SADDLES’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘BRANCH PIPE’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Repair ‘WHEEL SET’.
11.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE LEVER’.
20.12.1993 Repair ‘BRAKE PIN’.
20.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1993 Repair ‘VEHICLE STENCILS’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

AOGL 297

05.08.1991 Reclassified from wagon ‘AOGL 297 T’ to ’ wagon ‘AFPL 297 F’.

AOGL 308

27.04.1992 Reclassified from wagon ‘AOGL 308 J’ to ’ wagon ‘AKKF 308 M’.

AOGL 327

Details: wagon ‘AOGL 327 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: EX OB
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 08.05.1993
Due Triple Valve: 12.11.1993
Last Triple Valve: 14.01.1988
Last Brake Cylinder: 19.03.1993
Last Lift: 14.04.1983

02.05.1990 Repair ‘STEP’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE LEVER’.
12.11.1992 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘COUPLER KNUCKLE’.
08.05.1993 Repair ‘DOOR COMPLETE’.

AOGL 334

Details: wagon ‘AOGL 334 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
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Date Built: 01.01.1926
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX OB
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SZ
Return to Service Date: 29.07.1993
Due Triple Valve: 23.11.1993
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 23.11.1992
Last Lift: 09.05.1986

01.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1991 Repair ‘HANDRAILS’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
23.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘TOP CENTRE PLATE’.
29.07.1993 Repair ‘HANDBRAKE HANDLE’.
29.07.1993 Repair ‘HANDBRAKE HANDLE’.

AOGL 342

Details: wagon ‘AOGL 342 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 14.12.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
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BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 30.04.1996
Due Triple Valve: 24.07.1991
Last Brake Cylinder: 10.04.1989
Last Lift: 18.04.1983

24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.

AOGL 360

26.09.1989 Repair ‘HANDBRAKE HANDLE’.
28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGL 368

14.07.1992 Reclassified from wagon ‘AOGL 368 L’ to ’ wagon ‘AFPL 368 U’.

AOGL 379

Details: wagon ‘AOGL 379 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.09.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Fleet Grp Code: AC SO SZ
Return to Service Date: 18.10.1994
Due Triple Valve: 09.09.1989
Last Lift: 18.04.1983

17.02.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘HANDRAILS’.
03.04.1990 Repair ‘SIDE STEP’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.

AOGL 380

19.06.1992 Reclassified from wagon ‘AOGL 380 B’ to ’ wagon ‘AFPL 380 K’.

AOGL 384

21.05.1992 Reclassified from wagon ‘AOGL 384 Y’ to ’ wagon ‘AKKF 384 R’.

AOGL 390

Details: wagon ‘AOGL 390 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 10.03.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 01.04.1994
Due Triple Valve: 24.04.1990
Last Lift: 03.11.1982

30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1990 Repair ‘BRANCH PIPE’.
30.06.1990 Repair ‘COUPLER KNUCKLE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
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AOGL 395

Details: wagon ‘AOGL 395 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 12.06.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 20.06.1991
Due Triple Valve: 10.06.1989
Last Brake Cylinder: 10.06.1988
Last Lift: 29.10.1987

20.06.1991 Repair ‘SIDE STEP’.

AOGL 401

Details: wagon ‘AOGL 401 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 23.04.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
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BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 18.02.1993
Due Triple Valve: 26.03.1991
Last Brake Cylinder: 26.03.1990
Last Lift: 14.04.1983

05.12.1989 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘DOOR COMPLETE’.
26.03.1990 Repair ‘DOOR SEAL’.
26.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1990 Repair ‘TOP CENTRE PLATE’.
26.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘STEP’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
22.01.1993 Repair ‘DOOR OPENING MECHANISM’.
18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘DOOR COMPLETE’.

AOGL 403

Details: wagon ‘AOGL 403 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 14.04.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG
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Capacity of 44.7 tonnes

Fleet Grp Code: AC WD SZ
Return to Service Date: 05.07.1989
Due Triple Valve: 31.05.1990
Last Brake Cylinder: 31.05.1989
Last Lift: 22.11.1982

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.

AOGL 404

Details: wagon ‘AOGL 404 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 10.03.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGA
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 26.11.1994
Due Triple Valve: 04.10.1991
Last Brake Cylinder: 07.06.1989
Last Lift: 29.10.1987

25.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BRAKE PULL ROD’.
04.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1993 Repair ‘HANDRAILS’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE LEVER’.
22.09.1993 Repair ‘DOOR LOCK MECHANISM’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
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24.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.

AOGL 410

Details: wagon ‘AOGL 410 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 18.03.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 20.11.1995
Due Triple Valve: 01.07.1987
Last Lift: 01.07.1986

20.11.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 415

Details: wagon ‘AOGL 415 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.05.1925
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Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 23.03.1994
Due Triple Valve: 27.10.1988
Last Single Car Test: 29.03.1994
Last Lift: 15.04.1983

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BODY COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘STEP’.
22.06.1990 Repair ‘WHEEL SET’.
22.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1993 Repair ‘DOOR LOCK MECHANISM’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘WHEEL SET’.
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BOGIE COMPLETE’.

AOGL 419

19.06.1992 Reclassified from wagon ‘AOGL 419 K’ to ’ wagon ‘AFPL 419 T’.

AOGL 423

23.06.1992 Reclassified from wagon ‘AOGL 423 K’ to ’ wagon ‘AFPL 423 T’.

AOGL 427

14.07.1992 Reclassified from wagon ‘AOGL 427 A’ to ’ wagon ‘AFPL 427 J’.

AOGL 428

Details: wagon ‘AOGL 428 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 21.03.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC AW SO SZ
Return to Service Date: 12.04.1995
Due Triple Valve: 10.03.1994
Last Brake Cylinder: 10.03.1993
Last Single Car Test: 09.01.1989
Last Lift: 11.04.1983

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1993 Repair ‘HANDRAILS’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 434

27.07.1992 Reclassified from wagon ‘AOGL 434 E’ to ’ wagon ‘AFPL 434 N’.

AOGL 436

Details: wagon ‘AOGL 436 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.02.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG
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Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 17.04.1996
Due Triple Valve: 28.04.1990
Last Brake Cylinder: 28.04.1989
Last Lift: 17.11.1982

17.04.1996 Repair ‘VEHICLE COMPLETE’.

AOGL 438

Details: wagon ‘AOGL 438 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 17.02.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 28.03.1989
Due Triple Valve: 01.04.1988
Last Lift: 06.12.1984

AOGL 450

27.04.1992 Reclassified from wagon ‘AOGL 450 H’ to ’ wagon ‘AKKF 450 K’.

AOGL 451

Details: wagon ‘AOGL 451 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 29.09.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 31.03.1993
Due Triple Valve: 29.08.1989
Last Brake Cylinder: 29.08.1988
Last Lift: 07.02.1986

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
31.03.1993 Repair ‘HANDRAILS’.

AOGL 457

Details: wagon ‘AOGL 457 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 09.06.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Fleet Grp Code: AC SO SZ
Return to Service Date: 03.03.1989
Due Triple Valve: 03.03.1989
Last Lift: 20.04.1983

AOGL 464

28.04.1992 Reclassified from wagon ‘AOGL 464 F’ to ’ wagon ‘AKKF 464 X’.

AOGL 471

Details: wagon ‘AOGL 471 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 24.07.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGA
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 07.06.1990
Due Triple Valve: 20.04.1991
Last Brake Cylinder: 07.06.1990
Last Lift: 05.11.1987

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.09.1989 Repair ‘DOOR LOCK MECHANISM’.
05.09.1989 Repair ‘STEP’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘BRAKE PULL ROD’.
20.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.04.1990 Repair ‘BRANCH PIPE’.
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20.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘WHEEL SET’.
17.05.1990 Repair ‘SIDE STEP’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DOOR COMPLETE’.
07.06.1990 Repair ‘DOOR SEAL’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

AOGL 472

Details: wagon ‘AOGL 472 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 01.09.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Last Lift: 01.05.1986

11.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AOGL 474

Details: wagon ‘AOGL 474 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.02.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 17.06.1989
Due Triple Valve: 01.11.1987
Last Lift: 07.04.1983

AOGL 477

Details: wagon ‘AOGL 477 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 28.06.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 08.04.1993
Due Triple Valve: 14.04.1994
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 14.04.1993
Last Lift: 21.09.1982

25.08.1989 Repair ‘END BRAKE COCK’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1993 Repair ‘VEHICLE STENCILS’.

AOGL 485

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘DOOR OPENING MECHANISM’.
14.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE SOLD’.

AOGL 511

Details: wagon ‘AOGL 511 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 04.07.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGA
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 22.03.1991
Due Triple Valve: 31.07.1990
Last Brake Cylinder: 31.07.1989
Last Single Car Test: 31.07.1989
Last Lift: 15.04.1983

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘BRANCH PIPE’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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28.07.1989 Repair ‘SIDE BEARER’.
28.07.1989 Repair ‘SIDE BEARER’.
28.07.1989 Repair ‘TOP CENTRE PLATE’.
28.07.1989 Repair ‘TRAIN PIPE (END)’.
22.03.1991 Repair ‘HANDRAILS’.

AOGL 521

Details: wagon ‘AOGL 521 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 20.04.1925
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 29.07.1995
Due Triple Valve: 16.06.1990
Last Lift: 27.09.1982

16.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 522

Details: wagon ‘AOGL 522 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 24.07.1989
Due Triple Valve: 01.05.1988
Last Brake Cylinder: 24.07.1989
Last Lift: 13.05.1987

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1989 Repair ‘STEP’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE STENCILS’.

AOGL 525

Details: wagon ‘AOGL 525 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 16.06.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 24.03.1995
Due Triple Valve: 16.07.1989
Last Brake Cylinder: 16.07.1988
Last Lift: 07.02.1982

24.03.1995 Repair ‘VEHICLE COMPLETE’.

AOGL 531

Details: wagon ‘AOGL 531 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 16.08.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC SO SZ
Return to Service Date: 03.09.1993
Due Triple Valve: 10.12.1993
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 10.12.1992
Last Lift: 03.02.1983

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Repair ‘VEHICLE STENCILS’.
02.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1993 Repair ‘VEHICLE STENCILS’.
03.09.1993 Repair ‘END BRAKE COCK’.

AOGL 532

Details: wagon ‘AOGL 532 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.07.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 25.05.1994
Due Triple Valve: 14.06.1995
Last Brake Cylinder: 11.06.1989
Last Lift: 08.04.1983

15.10.1992 Repair ‘SIDE COMPLETE’.
23.04.1993 Repair ‘STEP’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.06.1994 Repair ‘VEHICLE COMPLETE’.

AOGL 533

Details: wagon ‘AOGL 533 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 27.02.1925
Operating System: AN

2549



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 28.03.1994
Due Triple Valve: 01.09.1988
Last Lift: 15.04.1983

07.02.1990 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘END HOSE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.

AOGL 537

23.06.1992 Reclassified from wagon ‘AOGL 537 P’ to ’ wagon ‘AFPL 537 B’.

AOGL 538

Details: wagon ‘AOGL 538 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 22.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SO SZ
Return to Service Date: 21.10.1992
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 06.11.1992
Last Lift: 06.04.1983

28.09.1990 Repair ‘END HOSE’.
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16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘BRAKE BLOCK RB95’.
16.02.1991 Repair ‘STEP’.
16.02.1991 Repair ‘TOP CENTRE PLATE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1992 Repair ‘VEHICLE STENCILS’.

AOGL 549

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGL 551

27.09.1989 Repair ‘STEP’.
27.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Repair ‘STEP’.
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGL 554

03.08.1992 Reclassified from wagon ‘AOGL 554 E’ to ’ wagon ‘AFPL 554 N’.

AOGL 557

Details: wagon ‘AOGL 557 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 15.04.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes
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Fleet Grp Code: AC AW SO SZ
Return to Service Date: 19.06.1989
Due Triple Valve: 01.06.1988
Last Lift: 11.04.1983

AOGL 562

Details: wagon ‘AOGL 562 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.05.1925
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 03.04.1990
Last Lift: 03.05.1985

10.12.1989 Repair ‘SIDE STEP’.
03.04.1990 Repair ‘STEP’.

AOGL 563

14.07.1992 Reclassified from wagon ‘AOGL 563 D’ to ’ wagon ‘AFPL 563 M’.

AOGL 568

Details: wagon ‘AOGL 568 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $2140
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 25.05.1928
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AOGF
BSG Code: FXOG

Capacity of 44.7 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 10.06.1993
Last Lift: 08.04.1983

20.01.1993 Repair ‘WHEEL SET’.
18.02.1993 Repair ‘DOOR COMPLETE’.
18.02.1993 Repair ‘SIDE MEMBER’.
08.04.1993 Repair ‘HANDRAILS’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

AOGY 18

13.04.1987 Reclassified from wagon ‘AOGY 18 C’ to ’ wagon ‘AOGF 18 S’.

AOGY 37

11.11.1988 Reclassified from wagon ‘AOGY 37 J’ to ’ wagon ‘AOGF 37 C’.

AOGY 38

24.04.1987 Reclassified from wagon ‘AOGY 38 S’ to ’ wagon ‘AOGF 38 L’.

AOGY 40

15.12.1987 Reclassified from wagon ‘AOGY 40 A’ to ’ wagon ‘AZOF 40 Q’.

AOGY 65

31.05.1988 Reclassified from wagon ‘AOGY 65 P’ to ’ wagon ‘AOGF 65 X’.

AOGY 68

20.02.1990 Reclassified from wagon ‘AOGY 68 T’ to ’ wagon ‘AOGF 68 M’.

AOGY 69

26.09.1988 Reclassified from wagon ‘AOGY 69 F’ to ’ wagon ‘AOGF 69 V’.
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AOGY 75

18.02.1988 Reclassified from wagon ‘AOGY 75 A’ to ’ wagon ‘AOGF 75 Q’.

AOGY 81

27.06.1989 Reclassified from wagon ‘AOGY 81 S’ to ’ wagon ‘AOGF 81 L’.

AOGY 82

26.09.1989 Reclassified from wagon ‘AOGY 82 E’ to ’ wagon ‘AOGF 82 U’.

AOGY 84

24.05.1988 Reclassified from wagon ‘AOGY 84 W’ to ’ wagon ‘AOGF 84 P’.

AOGY 86

19.02.1988 Reclassified from wagon ‘AOGY 86 R’ to ’ wagon ‘AOGF 86 K’.

AOGY 88

01.02.1989 Reclassified from wagon ‘AOGY 88 M’ to ’ wagon ‘AOGF 88 F’.

AOGY 90

23.06.1987 Reclassified from wagon ‘AOGY 90 R’ to ’ wagon ‘AOGF 90 K’.

AOGY 92

27.11.1987 Reclassified from wagon ‘AOGY 92 M’ to ’ wagon ‘AOGF 92 F’.

AOGY 95

18.02.1988 Reclassified from wagon ‘AOGY 95 Q’ to ’ wagon ‘AOGF 95 J’.

AOGY 97

16.06.1987 Reclassified from wagon ‘AOGY 97 L’ to ’ wagon ‘AOGF 97 E’.

AOGY 98

19.02.1988 Reclassified from wagon ‘AOGY 98 U’ to ’ wagon ‘AOGF 98 N’.

AOGY 110

15.06.1987 Reclassified from wagon ‘AOGY 110 G’ to ’ wagon ‘AOGF 110 W’.

AOGY 111

23.07.1987 Reclassified from wagon ‘AOGY 111 P’ to ’ wagon ‘AOGF 111 X’.
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AOGY 115

19.02.1988 Reclassified from wagon ‘AOGY 115 F’ to ’ wagon ‘AOGF 115 V’.

AOGY 120

13.06.1990 Reclassified from wagon ‘AOGY 120 Y’ to ’ wagon ‘AOGF 120 H’.

AOGY 121

Details: wagon ‘AOGY 121 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 05.11.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF;TO TAS 11.11.87 STORED
BSG Code: FTOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC
Return to Service Date: 29.07.1988
Due Triple Valve: 02.08.1989
Last Brake Cylinder: 02.08.1988
Last Lift: 13.07.1982

AOGY 127

21.09.1988 Reclassified from wagon ‘AOGY 127 X’ to ’ wagon ‘AOGF 127 B’.

AOGY 138

18.02.1988 Reclassified from wagon ‘AOGY 138 C’ to ’ wagon ‘AOGF 138 S’.

AOGY 139

20.02.1989 Reclassified from wagon ‘AOGY 139 L’ to ’ wagon ‘AOGF 139 E’.
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AOGY 144

08.02.1989 Reclassified from wagon ‘AOGY 144 U’ to ’ wagon ‘AOGF 144 N’.

AOGY 146

09.06.1988 Reclassified from wagon ‘AOGY 146 P’ to ’ wagon ‘AOGF 146 X’.

AOGY 151

17.05.1988 Reclassified from wagon ‘AOGY 151 B’ to ’ wagon ‘AOGF 151 R’.

AOGY 154

25.01.1989 Reclassified from wagon ‘AOGY 154 F’ to ’ wagon ‘AOGF 154 V’.

AOGY 166

18.03.1987 Reclassified from wagon ‘AOGY 166 X’ to ’ wagon ‘AOGF 166 B’.

AOGY 167

29.04.1987 Reclassified from wagon ‘AOGY 167 R’ to ’ wagon ‘AOGF 167 K’.

AOGY 172

18.02.1988 Reclassified from wagon ‘AOGY 172 D’ to ’ wagon ‘AOGF 172 T’.

AOGY 175

19.02.1988 Reclassified from wagon ‘AOGY 175 H’ to ’ wagon ‘AOGF 175 A’.

AOGY 177

18.02.1988 Reclassified from wagon ‘AOGY 177 C’ to ’ wagon ‘AOGF 177 S’.

AOGY 178

18.02.1988 Reclassified from wagon ‘AOGY 178 L’ to ’ wagon ‘AOGF 178 E’.

AOGY 179

04.05.1987 Reclassified from wagon ‘AOGY 179 U’ to ’ wagon ‘AOGF 179 N’.

AOGY 182

26.01.1988 Reclassified from wagon ‘AOGY 182 L’ to ’ wagon ‘AOGF 182 E’.

AOGY 186

26.09.1988 Reclassified from wagon ‘AOGY 186 B’ to ’ wagon ‘AOGF 186 R’.
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AOGY 192

09.05.1988 Reclassified from wagon ‘AOGY 192 T’ to ’ wagon ‘AOGF 192 M’.

AOGY 196

26.05.1988 Reclassified from wagon ‘AOGY 196 J’ to ’ wagon ‘AOGF 196 C’.

AOGY 201

16.06.1987 Reclassified from wagon ‘AOGY 201 Y’ to ’ wagon ‘AOGF 201 H’.

AOGY 204

19.02.1988 Reclassified from wagon ‘AOGY 204 S’ to ’ wagon ‘AOGF 204 L’.

AOGY 208

18.02.1988 Reclassified from wagon ‘AOGY 208 X’ to ’ wagon ‘AOGF 208 B’.

AOGY 211

25.02.1989 Reclassified from wagon ‘AOGY 211 W’ to ’ wagon ‘AOGF 211 P’.

AOGY 220

09.09.1987 Reclassified from wagon ‘AOGY 220 V’ to ’ wagon ‘AOGF 220 Y’.

AOGY 229

01.02.1988 Reclassified from wagon ‘AOGY 229 K’ to ’ wagon ‘AOGF 229 D’.

AOGY 231

12.06.1987 Reclassified from wagon ‘AOGY 231 P’ to ’ wagon ‘AOGF 231 X’.

AOGY 235

03.09.1987 Reclassified from wagon ‘AOGY 235 F’ to ’ wagon ‘AOGF 235 V’.

AOGY 242

27.11.1987 Reclassified from wagon ‘AOGY 242 J’ to ’ wagon ‘AOGF 242 C’.

AOGY 245

26.09.1988 Reclassified from wagon ‘AOGY 245 N’ to ’ wagon ‘AOGF 245 G’.

AOGY 255

18.02.1988 Reclassified from wagon ‘AOGY 255 V’ to ’ wagon ‘AOGF 255 Y’.
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AOGY 256

23.03.1989 Reclassified from wagon ‘AOGY 256 H’ to ’ wagon ‘AOGF 256 A’.

AOGY 261

24.04.1987 Reclassified from wagon ‘AOGY 261 Q’ to ’ wagon ‘AOGF 261 J’.

AOGY 262

11.05.1989 Reclassified from wagon ‘AOGY 262 C’ to ’ wagon ‘AOGF 262 S’.

AOGY 267

08.06.1989 Reclassified from wagon ‘AOGY 267 B’ to ’ wagon ‘AOGF 267 R’.

AOGY 268

18.02.1988 Reclassified from wagon ‘AOGY 268 K’ to ’ wagon ‘AOGF 268 D’.

AOGY 273

18.02.1988 Reclassified from wagon ‘AOGY 273 T’ to ’ wagon ‘AOGF 273 M’.

AOGY 274

18.02.1988 Reclassified from wagon ‘AOGY 274 F’ to ’ wagon ‘AOGF 274 V’.

AOGY 277

18.02.1988 Reclassified from wagon ‘AOGY 277 J’ to ’ wagon ‘AOGF 277 C’.

AOGY 282

18.02.1988 Reclassified from wagon ‘AOGY 282 S’ to ’ wagon ‘AOGF 282 L’.

AOGY 283

16.06.1987 Reclassified from wagon ‘AOGY 283 E’ to ’ wagon ‘AOGF 283 U’.

AOGY 285

11.05.1989 Reclassified from wagon ‘AOGY 285 W’ to ’ wagon ‘AOGF 285 P’.

AOGY 287

09.05.1989 Reclassified from wagon ‘AOGY 287 R’ to ’ wagon ‘AOGF 287 K’.

AOGY 288

08.04.1987 Reclassified from wagon ‘AOGY 288 D’ to ’ wagon ‘AOGF 288 T’.
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AOGY 289

11.05.1989 Reclassified from wagon ‘AOGY 289 M’ to ’ wagon ‘AOGF 289 F’.

AOGY 292

14.04.1988 Reclassified from wagon ‘AOGY 292 D’ to ’ wagon ‘AOGF 292 T’.

AOGY 299

26.01.1988 Reclassified from wagon ‘AOGY 299 U’ to ’ wagon ‘AOGF 299 N’.

AOGY 302

20.06.1990 Reclassified from wagon ‘AOGY 302 H’ to ’ wagon ‘AOGF 302 A’.

AOGY 303

03.05.1989 Reclassified from wagon ‘AOGY 303 Q’ to ’ wagon ‘AOGF 303 J’.

AOGY 304

18.02.1988 Reclassified from wagon ‘AOGY 304 C’ to ’ wagon ‘AOGF 304 S’.

AOGY 313

20.06.1989 Reclassified from wagon ‘AOGY 313 B’ to ’ wagon ‘AOGF 313 R’.

AOGY 319

26.09.1988 Reclassified from wagon ‘AOGY 319 J’ to ’ wagon ‘AOGF 319 C’.

AOGY 322

01.05.1989 Reclassified from wagon ‘AOGY 322 A’ to ’ wagon ‘AOGF 322 Q’.

AOGY 326

18.02.1988 Reclassified from wagon ‘AOGY 326 N’ to ’ wagon ‘AOGF 326 G’.

AOGY 331

07.05.1987 Reclassified from wagon ‘AOGY 331 W’ to ’ wagon ‘AOGF 331 P’.

AOGY 333

05.11.1986 Reclassified from wagon ‘AOGY 333 R’ to ’ wagon ‘AOGA 333 N’.

AOGY 337

16.06.1987 Reclassified from wagon ‘AOGY 337 H’ to ’ wagon ‘AOGF 337 A’.

2559



2. TIMS GROUP INFORMATION - WAGONS

AOGY 340

18.02.1988 Reclassified from wagon ‘AOGY 340 V’ to ’ wagon ‘AOGF 340 Y’.

AOGY 348

18.02.1988 Reclassified from wagon ‘AOGY 348 B’ to ’ wagon ‘AOGF 348 R’.

AOGY 350

19.04.1988 Reclassified from wagon ‘AOGY 350 G’ to ’ wagon ‘AOGF 350 W’.

AOGY 356

26.09.1988 Reclassified from wagon ‘AOGY 356 Y’ to ’ wagon ‘AOGF 356 H’.

AOGY 357

16.06.1987 Reclassified from wagon ‘AOGY 357 A’ to ’ wagon ‘AOGF 357 Q’.

AOGY 362

23.08.1988 Reclassified from wagon ‘AOGY 362 J’ to ’ wagon ‘FD 21 Q’.

AOGY 370

25.01.1989 Reclassified from wagon ‘AOGY 370 W’ to ’ wagon ‘AOGF 370 P’.

AOGY 373

10.10.1988 Reclassified from wagon ‘AOGY 373 D’ to ’ wagon ‘AOGF 373 T’.

AOGY 378

09.06.1987 Reclassified from wagon ‘AOGY 378 C’ to ’ wagon ‘AOGF 378 S’.

AOGY 381

18.02.1988 Reclassified from wagon ‘AOGY 381 Q’ to ’ wagon ‘AOGF 381 J’.

AOGY 382

18.02.1988 Reclassified from wagon ‘AOGY 382 C’ to ’ wagon ‘AOGF 382 S’.

AOGY 383

18.02.1988 Reclassified from wagon ‘AOGY 383 L’ to ’ wagon ‘AOGF 383 E’.
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AOGY 385

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOGY 394

18.02.1988 Reclassified from wagon ‘AOGY 394 F’ to ’ wagon ‘AOGF 394 V’.

AOGY 408

20.04.1990 Reclassified from wagon ‘AOGY 408 W’ to ’ wagon ‘AOGF 408 P’.

AOGY 417

30.04.1988 Reclassified from wagon ‘AOGY 417 V’ to ’ wagon ‘AOGF 417 Y’.

AOGY 420

27.05.1987 Reclassified from wagon ‘AOGY 420 M’ to ’ wagon ‘AOGF 420 F’.

AOGY 426

01.02.1989 Reclassified from wagon ‘AOGY 426 U’ to ’ wagon ‘AOGF 426 N’.

AOGY 429

16.02.1988 Reclassified from wagon ‘AOGY 429 B’ to ’ wagon ‘AOGF 429 R’.

AOGY 433

18.02.1988 Reclassified from wagon ‘AOGY 433 B’ to ’ wagon ‘AOGF 433 R’.

AOGY 440

04.01.1989 Reclassified from wagon ‘AOGY 440 F’ to ’ wagon ‘AOGF 440 V’.

AOGY 446

23.05.1988 Reclassified from wagon ‘AOGY 446 N’ to ’ wagon ‘AOGF 446 G’.

AOGY 456

18.02.1988 Reclassified from wagon ‘AOGY 456 V’ to ’ wagon ‘AOGF 456 Y’.

AOGY 460

11.05.1989 Reclassified from wagon ‘AOGY 460 V’ to ’ wagon ‘AOGF 460 Y’.
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AOGY 461

26.09.1988 Reclassified from wagon ‘AOGY 461 H’ to ’ wagon ‘AOGF 461 A’.

AOGY 470

22.09.1988 Reclassified from wagon ‘AOGY 470 G’ to ’ wagon ‘AOGF 470 W’.

AOGY 489

26.09.1989 Reclassified from wagon ‘AOGY 489 D’ to ’ wagon ‘AOGF 489 T’.

AOGY 492

18.02.1988 Reclassified from wagon ‘AOGY 492 R’ to ’ wagon ‘AOGF 492 K’.

AOGY 495

18.02.1988 Reclassified from wagon ‘AOGY 495 V’ to ’ wagon ‘AOGF 495 Y’.

AOGY 496

22.04.1988 Reclassified from wagon ‘AOGY 496 H’ to ’ wagon ‘AOGF 496 A’.

AOGY 502

01.02.1988 Reclassified from wagon ‘AOGY 502 V’ to ’ wagon ‘AOGF 502 Y’.

AOGY 507

01.10.1987 Reclassified from wagon ‘AOGY 507 U’ to ’ wagon ‘AOGF 507 N’.

AOGY 514

10.03.1987 Reclassified from wagon ‘AOGY 514 B’ to ’ wagon ‘AOGF 514 R’.

AOGY 516

26.09.1988 Reclassified from wagon ‘AOGY 516 T’ to ’ wagon ‘AOGF 516 M’.

AOGY 517

01.02.1988 Reclassified from wagon ‘AOGY 517 F’ to ’ wagon ‘AOGF 517 V’.

AOGY 535

03.11.1987 Reclassified from wagon ‘AOGY 535 D’ to ’ wagon ‘AOGF 535 T’.

AOGY 555

26.09.1988 Reclassified from wagon ‘AOGY 555 T’ to ’ wagon ‘AOGF 555 M’.
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AOGY 559

14.06.1989 Reclassified from wagon ‘AOGY 559 J’ to ’ wagon ‘AOGF 559 C’.

AOGY 567

18.02.1988 Reclassified from wagon ‘AOGY 567 W’ to ’ wagon ‘AOGF 567 P’.

2.105 Wagon classification starting with ‘AOH’

AOHF 3200

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.10.1988 Alteration complete ‘RECLASSIFY AOHY TO AOHF - REFER RS4237.
(RS3107)’. New class: ‘AOHF’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘BRAKE PULL ROD’.
12.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1989 Repair ‘SIDE BEARER’.
12.09.1989 Repair ‘TRAIN PIPE (END)’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3200 D’
18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3200 D’
24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOHF 3203

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.10.1988 Alteration complete ‘RECLASSIFY AOHY TO AOHF - REFER RS4237.
(RS3107)’. New class: ‘AOHF’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘END BRAKE COCK’.
15.09.1989 Repair ‘SIDE BEARER’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3203 H’
23.05.1991 Repair ‘VEHICLE RECLASSIFY’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3203 H’

2563



2. TIMS GROUP INFORMATION - WAGONS

19.09.1991 Repair ‘HANDRAILS’.
20.05.1992 Repair ‘TWIST LOCK’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOHF 3204

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.10.1988 Alteration complete ‘RECLASSIFY AOHY TO AOHF - REFER RS4237.
(RS3107)’. New class: ‘AOHF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE LEVER’.
08.09.1989 Repair ‘BRAKE PULL ROD’.
08.09.1989 Repair ‘SIDE BEARER’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3204 Q’
09.02.1990 Repair ‘VEHICLE RECLASSIFY’.
09.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3204 Q’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE COMPLETE’.
14.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.09.1990 Repair ‘SIDE BEARER’.
23.01.1991 Repair ‘END HOSE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOHF 3205

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.10.1988 Alteration complete ‘RECLASSIFY AOHY TO AOHF - REFER RS4237.
(RS3107)’. New class: ‘AOHF’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
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14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3205 C’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Repair ‘VEHICLE RECLASSIFY’.
15.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3205 C’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1991 Repair ‘BOGIE COMPLETE’.
16.08.1991 Repair ‘VEHICLE COMPLETE’.
16.08.1991 Repair ‘VEHICLE STENCILS’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOHF 3208

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.10.1988 Alteration complete ‘RECLASSIFY AOHY TO AOHF - REFER RS4237.
(RS3107)’. New class: ‘AOHF’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BEARERS’.
18.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘BRANCH PIPE’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘SIDE BEARER’.
18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘TOP CENTRE PLATE’.
18.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3208 G’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘VEHICLE RECLASSIFY’.
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3208 G’
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOHF 3218

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.10.1988 Alteration complete ‘RECLASSIFY AOHY TO AOHF - REFER RS4237.
(RS3107)’. New class: ‘AOHF’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE LEVER’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘DRAFT GEAR POCKET’.
14.09.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘TRAIN PIPE (END)’.
14.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOHY 3218 Y’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘END BRAKE COCK’.
26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3218 Y’
26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3218 Y’
09.05.1990 Repair ‘VEHICLE RECLASSIFY’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOHY 3218 Y’
13.03.1991 Repair ‘HANDRAILS’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOHY 3200

18.10.1991 Reclassified from wagon ‘AOHY 3200 D’ to ’ wagon ‘AOHF 3200 T’.

AOHY 3202

18.07.1989 Reclassified from wagon ‘AOHY 3202 V’ to ’ wagon ‘AZOL 3202 M’.

AOHY 3203

23.05.1991 Reclassified from wagon ‘AOHY 3203 H’ to ’ wagon ‘AOHF 3203 A’.

AOHY 3204

09.02.1990 Reclassified from wagon ‘AOHY 3204 Q’ to ’ wagon ‘AOHF 3204 J’.
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AOHY 3205

15.06.1990 Reclassified from wagon ‘AOHY 3205 C’ to ’ wagon ‘AOHF 3205 S’.

AOHY 3207

12.07.1989 Reclassified from wagon ‘AOHY 3207 U’ to ’ wagon ‘AZOL 3207 L’.

AOHY 3208

10.09.1991 Reclassified from wagon ‘AOHY 3208 G’ to ’ wagon ‘AOHF 3208 W’.

AOHY 3212

12.07.1989 Reclassified from wagon ‘AOHY 3212 G’ to ’ wagon ‘AZOL 3212 U’.

AOHY 3213

12.07.1989 Reclassified from wagon ‘AOHY 3213 P’ to ’ wagon ‘AZOL 3213 G’.

AOHY 3216

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘BRAKE PULL ROD’.
07.09.1989 Repair ‘END BRAKE COCK’.
07.09.1989 Repair ‘SIDE BEARER’.
07.09.1989 Repair ‘TRAIN PIPE (END)’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOHY 3218

09.05.1990 Reclassified from wagon ‘AOHY 3218 Y’ to ’ wagon ‘AOHF 3218 H’.

2.106 Wagon classification starting with ‘AOJ’

AOJF 2091

Details: wagon ‘AOJF 2091 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 28.05.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Last Triple Valve: 02.08.1993
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 02.08.1993
Last Lift: 17.04.1984

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘STEP’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.06.1990 Repair ‘SIDE BEARER’.
22.06.1990 Repair ‘TOP CENTRE PLATE’.
22.06.1990 Repair ‘TRAIN PIPE’.
22.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1990 Repair ‘STEP’.
16.10.1990 Repair ‘BODY COMPLETE’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.03.1991 Repair ‘TRAIN PIPE (END)’.
04.04.1991 Repair ‘BOGIE SPRING’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BRAKE PULL ROD’.
30.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1991 Repair ‘DRAFT GEAR POCKET’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1991 Repair ‘YOKE FOLLOWER’.
30.07.1991 Repair ‘YOKE PIN’.
20.10.1991 Repair ‘COUPLER KNUCKLE’.
20.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1992 Repair ‘BOGIE COMPLETE’.
27.06.1992 Repair ‘BRAKE LEVER’.
27.06.1992 Repair ‘COUPLER COMPLETE’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘STEP’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘STEP’.
28.10.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE COMPLETE’.
23.02.1993 Repair ‘STEP’.
23.02.1993 Repair ‘TRAIN PIPE (END)’.
23.02.1993 Repair ‘TRAIN PIPE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BODY COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘BOGIE SPRING’.
27.07.1993 Repair ‘BRAKE PULL ROD’.
27.07.1993 Repair ‘BRANCH PIPE’.
27.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1993 Repair ‘RELAY VALVE’.
27.07.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Repair ‘TRAIN PIPE’.
27.07.1993 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2092

Details: wagon ‘AOJF 2092 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 11.06.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Last Triple Valve: 26.10.1988
Last Brake Cylinder: 20.09.1988
Last Single Car Test: 16.09.1993
Last Lift: 17.01.1980

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

19.10.1989 Repair ‘TRAIN PIPE (END)’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRANCH PIPE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘FLOOR SHEETING’.
08.08.1991 Repair ‘YOKE PIN’.
30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘BOGIE COMPLETE’.
30.10.1991 Repair ‘BRAKE PULL ROD’.
30.10.1991 Repair ‘BRANCH PIPE’.
30.10.1991 Repair ‘COUPLER COMPLETE’.
30.10.1991 Repair ‘COUPLER KNUCKLE’.
30.10.1991 Repair ‘HANDRAILS END’.
30.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE SPRING’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘YOKE CARRIER’.
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17.12.1991 Repair ‘YOKE COMPLETE’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘FLOOR SHEETING’.
18.02.1992 Repair ‘HANDRAILS END’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘BRAKE SPRING’.
09.09.1993 Repair ‘BRAKE SPRING’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2093

Details: wagon ‘AOJF 2093 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 06.06.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 05.10.1995
Due Triple Valve: 19.12.1990
Last Triple Valve: 25.10.1988
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 05.01.1994
Last Lift: 26.08.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.12.1989 Repair ‘COUPLER COMPLETE’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.11.1990 Repair ‘BOGIE COMPLETE’.
15.11.1990 Repair ‘SIDE BEARER’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE CONTROL PIPE’.
25.03.1991 Repair ‘BRAKE PIN’.
25.03.1991 Repair ‘TRAIN PIPE’.
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14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BEARERS’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘BRAKE LEVER’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘SIDE BEARER’.
20.08.1991 Repair ‘TRAIN PIPE (END)’.
20.08.1991 Repair ‘YOKE CARRIER’.
20.08.1991 Repair ‘YOKE COMPLETE’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BEARINGS’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘END HOSE’.
27.06.1992 Repair ‘HANDRAILS END’.
27.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1992 Repair ‘STEP’.
11.08.1992 Repair ‘STEP’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE LEVER’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Repair ‘END BRAKE COCK’.
17.08.1993 Repair ‘END HOSE’.
17.08.1993 Repair ‘STEP’.
17.08.1993 Repair ‘TRAIN PIPE (END)’.
17.08.1993 Repair ‘TRAIN PIPE’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BEARERS’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘BRANCH PIPE’.
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11.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BEARINGS’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2094

Details: wagon ‘AOJF 2094 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 20.06.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 24.05.1996
Last Triple Valve: 12.10.1993
Last Brake Cylinder: 12.05.1993
Last Single Car Test: 01.02.1994
Last Lift: 28.11.1979

03.04.1985 Alteration complete ‘MODIFY END STEP ON ‘GPA’ WAGONS IN
ACCORDANCE WITH DRAWING 3W-98 TO REDUCE THE DANGER OF HAND
INJURY WHEN USING HANDBRAKE. GPA 2091-2115,2117-2124,2127-2129.
(RS4029)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

23.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1989 Repair ‘BRANCH PIPE’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘BRAKE PULL ROD’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘FLOOR SUPPORT’.
28.09.1989 Repair ‘SIDE BEARER’.
28.09.1989 Repair ‘STEP’.
28.09.1989 Repair ‘TRAIN PIPE (END)’.
28.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘BRAKE PULL ROD’.
20.02.1990 Repair ‘BRANCH PIPE’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘NYLON HOSE’.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘BODY COMPLETE’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRANCH PIPE’.
31.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.08.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1991 Repair ‘NYLON HOSE’.
13.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.07.1991 Repair ‘STEP’.
22.07.1991 Repair ‘YOKE PIN’.
22.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1991 Repair ‘HANDRAILS END’.
27.08.1991 Repair ‘SIDE BEARER’.
27.08.1991 Repair ‘TOP CENTRE PLATE’.
27.08.1991 Repair ‘YOKE COMPLETE’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRAKE PULL ROD’.
19.09.1991 Repair ‘COUPLER COMPLETE’.
19.09.1991 Repair ‘COUPLER KNUCKLE’.
19.09.1991 Repair ‘STEP’.
19.09.1991 Repair ‘TRAIN PIPE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRANCH PIPE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1992 Repair ‘BRAKE BLOCK RB95’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Repair ‘YOKE COMPLETE’.
28.05.1992 Repair ‘YOKE FOLLOWER’.
28.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
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22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE PULL ROD’.
22.07.1992 Repair ‘FLOOR COMPLETE’.
22.07.1992 Repair ‘FLOOR SHEETING’.
22.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1992 Repair ‘TRAIN PIPE (END)’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE BLOCK RB95’.
15.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING

TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE SPRING’.
11.05.1993 Repair ‘BRAKE CONTROL PIPE’.
11.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BRAKE BLOCK RB95’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘TRAIN PIPE (END)’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1993 Repair ‘BRAKE BLOCK RB95’.
05.07.1993 Repair ‘BRAKE PULL ROD’.
05.07.1993 Repair ‘TRAIN PIPE (END)’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BOGIE COMPLETE’.
29.09.1993 Repair ‘BRAKE PULL ROD’.
29.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.09.1993 Repair ‘END BRAKE COCK’.
29.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1993 Repair ‘RELAY VALVE’.
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29.09.1993 Repair ‘TRAIN PIPE (END)’.
29.09.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BEARINGS’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘BRAKE LEVER’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘TRAIN PIPE (END)’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2095

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

21.08.1989 Repair ‘STEP’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘BRANCH PIPE’.
13.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1989 Repair ‘STEP’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘BRAKE PULL ROD’.
15.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.05.1990 Repair ‘COUPLER KNUCKLE’.
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15.05.1990 Repair ‘SIDE BEARER’.
15.05.1990 Repair ‘TRAIN PIPE (END)’.
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1990 Repair ‘TOP CENTRE PLATE’.
18.09.1990 Repair ‘BODY COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘FLOOR COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRANCH PIPE’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BEARERS’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRAKE PULL ROD’.
15.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1991 Repair ‘END HOSE’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1991 Repair ‘STEP’.
19.08.1991 Repair ‘TRAIN PIPE’.
27.08.1991 Repair ‘HANDRAILS END’.
15.09.1991 Repair ‘STEP’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘BRAKE LEVER’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘SIDE BEARER’.
11.06.1992 Repair ‘STEP’.
28.10.1992 Repair ‘BOGIE SPRING’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1992 Repair ‘TRAIN PIPE’.
07.12.1992 Repair ‘YOKE CARRIER’.
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04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘COUPLER COMPLETE’.
04.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WEAR PLATES & SADDLES’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BEARINGS’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BOGIE COMPLETE’.
16.07.1993 Repair ‘BRAKE LEVER’.
16.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.07.1993 Repair ‘COUPLER COMPLETE’.
16.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘YOKE COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BOGIE SPRING’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘WHEEL SET’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BODY COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Repair ‘TRAIN PIPE (END)’.
10.11.1993 Repair ‘UNDERFRAME COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BODY COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘SIDE BEARER’.
11.11.1993 Repair ‘TRAIN PIPE (END)’.
11.11.1993 Repair ‘UNDERFRAME COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRANCH PIPE’.
17.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1993 Repair ‘RELAY VALVE’.
17.12.1993 Repair ‘UNDERFRAME COMPLETE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘WHEEL SET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
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24.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2096

Details: wagon ‘AOJF 2096 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 14.07.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 10.02.1996
Due Triple Valve: 21.12.1994
Last Triple Valve: 26.08.1993
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 21.12.1993
Last Lift: 22.05.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1989 Repair ‘RELAY VALVE’.
31.10.1989 Repair ‘SIDE BEARER’.
31.10.1989 Repair ‘STEP’.
31.10.1989 Repair ‘WEAR PLATES & SADDLES’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘BRAKE LEVER’.
31.01.1990 Repair ‘STEP’.
01.04.1990 Repair ‘AXLEBOX’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Repair ‘BODY COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BOGIE SPRING’.
17.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1990 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘STEP’.
17.12.1990 Repair ‘TOP CENTRE PLATE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BOGIE SPRING’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘HANDRAILS END’.
10.09.1991 Repair ‘SIDE BEARER’.
10.09.1991 Repair ‘TOP CENTRE PLATE’.
10.09.1991 Repair ‘YOKE CARRIER’.
10.09.1991 Repair ‘YOKE PIN’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE LEVER’.
03.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.08.1992 Repair ‘FLOOR COMPLETE’.
03.08.1992 Repair ‘STEP’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
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04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BEARERS’.
12.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1993 Repair ‘BRAKE LEVER’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘BOGIE SPRING’.
22.04.1993 Repair ‘BOGIE SPRING’.
22.04.1993 Repair ‘BOGIE SPRING’.
22.04.1993 Repair ‘BOGIE SPRING’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘BRANCH PIPE’.
22.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1993 Repair ‘TRAIN PIPE’.
22.04.1993 Repair ‘VEHICLE COMPLETE’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB95’.
19.08.1993 Repair ‘BRAKE PULL ROD’.
19.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1993 Repair ‘BRANCH PIPE’.
19.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘END FRAME MEMBER’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘TRAIN PIPE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
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21.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1993 Repair ‘SIDE BEARER’.
21.12.1993 Repair ‘TRAIN PIPE (END)’.
21.12.1993 Repair ‘UNDERFRAME COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2097

03.04.1985 Alteration complete ‘MODIFY END STEP ON ‘GPA’ WAGONS IN
ACCORDANCE WITH DRAWING 3W-98 TO REDUCE THE DANGER OF HAND
INJURY WHEN USING HANDBRAKE. GPA 2091-2115,2117-2124,2127-2129.
(RS4029)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE SPRING’.
03.04.1990 Repair ‘BRAKE PULL ROD’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.07.1990 Repair ‘BRAKE PULL ROD’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.02.1991 Repair ‘TRAIN PIPE (END)’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1991 Repair ‘BRAKE BLOCK RB95’.
31.10.1991 Repair ‘COUPLER COMPLETE’.
31.10.1991 Repair ‘COUPLER KNUCKLE’.
31.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1991 Repair ‘HANDRAILS END’.
31.10.1991 Repair ‘STEP’.
31.10.1991 Repair ‘YOKE COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1992 Repair ‘BOGIE COMPLETE’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
21.04.1992 Repair ‘COUPLER COMPLETE’.
21.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1992 Repair ‘RELAY VALVE’.
21.04.1992 Repair ‘SIDE BEARER’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE COMPLETE’.
27.06.1992 Repair ‘BRAKE BLOCK RB95’.
27.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1993 Repair ‘SIDE BEARER’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE SPRING’.
09.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1993 Repair ‘RELAY VALVE’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BEARINGS’.
10.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1994 Repair ‘TRAIN PIPE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
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03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2098

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1989 Repair ‘SIDE BEARER’.
16.10.1989 Repair ‘TOP CENTRE PLATE’.
24.09.1990 Repair ‘FLOOR COMPLETE’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BRAKE BLOCK RB95’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘SIDE BEARER’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Repair ‘BRAKE PULL ROD’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1991 Repair ‘END BRAKE COCK’.
12.11.1991 Repair ‘STEP’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘COUPLER COMPLETE’.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘BRAKE PULL ROD’.
11.09.1992 Repair ‘SIDE BEARER’.
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11.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRAKE PULL ROD’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
21.01.1993 Repair ‘END HOSE’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Repair ‘RELAY VALVE’.
21.01.1993 Repair ‘TRAIN PIPE (END)’.
21.01.1993 Repair ‘WHEEL SET’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘BRAKE SPRING’.
01.06.1993 Repair ‘BRAKE SPRING’.
01.06.1993 Repair ‘BRAKE SPRING’.
01.06.1993 Repair ‘BRAKE SPRING’.
01.06.1993 Repair ‘END FRAME MEMBER’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘END FRAME MEMBER’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘END FRAME MEMBER’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2099

Details: wagon ‘AOJF 2099 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 16.07.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 06.06.1996
Due Triple Valve: 17.08.1990
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 24.06.1993
Last Lift: 10.02.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘BRAKE BLOCK RB95’.
17.08.1989 Repair ‘BRAKE LEVER’.
17.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.08.1989 Repair ‘TRAIN PIPE (END)’.
07.01.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BODY COMPLETE’.
17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2589



2. TIMS GROUP INFORMATION - WAGONS

31.08.1990 Repair ‘BOGIE SPRING’.
31.08.1990 Repair ‘BOGIE WEAR PLATES’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘COUPLER COMPLETE’.
31.08.1990 Repair ‘SIDE BEARER’.
31.08.1990 Repair ‘STEP’.
31.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRANCH PIPE’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘BRAKE PULL ROD’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1991 Repair ‘TRAIN PIPE (END)’.
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
10.12.1991 Repair ‘HANDRAILS END’.
10.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1991 Repair ‘SIDE BEARER’.
10.12.1991 Repair ‘STEP’.
10.12.1991 Repair ‘TRAIN PIPE (END)’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
10.12.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘END HOSE’.
11.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1992 Repair ‘BOGIE COMPLETE’.
27.06.1992 Repair ‘BRAKE LEVER’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
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BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE LEVER’.
05.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BRAKE LEVER’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Repair ‘WHEEL SET’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BODY COMPLETE’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘BOGIE SPRING’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘END FRAME MEMBER’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM05)’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2100

Details: wagon ‘AOJF 2100 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 19.08.1969
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 24.04.1996
Last Triple Valve: 30.09.1991
Last Brake Cylinder: 03.05.1993
Last Single Car Test: 25.10.1993
Last Lift: 01.01.1983

03.04.1985 Alteration complete ‘MODIFY END STEP ON ‘GPA’ WAGONS IN
ACCORDANCE WITH DRAWING 3W-98 TO REDUCE THE DANGER OF HAND
INJURY WHEN USING HANDBRAKE. GPA 2091-2115,2117-2124,2127-2129.
(RS4029)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1989 Repair ‘SIDE BEARER’.
29.09.1989 Repair ‘TOP CENTRE PLATE’.
07.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1991 Repair ‘COUPLER COMPLETE’.
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27.09.1991 Repair ‘DRAFT GEAR POCKET’.
27.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1991 Repair ‘END BRAKE COCK’.
27.09.1991 Repair ‘END COMPLETE’.
27.09.1991 Repair ‘END HOSE’.
27.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Repair ‘TOP CENTRE PLATE’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BEARERS’.
01.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Repair ‘VEHICLE STENCILS’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE PULL ROD’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘SIDE BEARER’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1993 Repair ‘SIDE BEARER’.
23.04.1993 Repair ‘TRAIN PIPE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE SPRING’.
01.09.1993 Repair ‘BRAKE BLOCK RB95’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘BRANCH PIPE’.
01.09.1993 Repair ‘STEP’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BRAKE LEVER’.
22.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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22.10.1993 Repair ‘HANDBRAKE HANDLE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘YOKE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2101

Details: wagon ‘AOJF 2101 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 14.08.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 20.08.1996
Last Triple Valve: 04.06.1993
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 01.02.1994
Last Lift: 03.08.1982
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04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘END BRAKE COCK’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘END BRAKE COCK’.
23.08.1990 Repair ‘FLOOR COMPLETE’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.08.1990 Repair ‘COUPLER COMPLETE’.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1990 Repair ‘SIDE BEARER’.
31.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘BRAKE PIN’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘COUPLER COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘SIDE BEARER’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘YOKE COMPLETE’.
18.09.1991 Repair ‘YOKE PIN’.
18.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
30.09.1991 Repair ‘STEP’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘BRAKE LEVER’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1992 Repair ‘YOKE COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BODY COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘BRAKE PULL ROD’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.07.1992 Repair ‘TRAIN PIPE’.
17.07.1992 Repair ‘WEAR PLATES & SADDLES’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1992 Repair ‘BRAKE PULL ROD’.
10.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1992 Repair ‘SIDE BEARER’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRAKE BLOCK RB95’.
04.02.1993 Repair ‘BRAKE LEVER’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BODY COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘BOGIE SPRING’.
03.06.1993 Repair ‘BOGIE SPRING’.
03.06.1993 Repair ‘BOGIE SPRING’.
03.06.1993 Repair ‘BOGIE SPRING’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
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03.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1993 Repair ‘RELAY VALVE’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘SIDE BEARER’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1993 Repair ‘DOOR FRAME’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BODY COMPLETE’.
28.01.1994 Repair ‘BOGIE BEARINGS’.
28.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1994 Repair ‘BRAKE PULL ROD’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘RELAY VALVE’.
28.01.1994 Repair ‘SIDE BEARER’.
28.01.1994 Repair ‘UNDERFRAME COMPLETE’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2102

Details: wagon ‘AOJF 2102 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 14.08.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.10.1995
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 09.09.1993
Last Lift: 28.02.1979

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1989 Repair ‘SIDE BEARER’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘CARD OR CLIP HOLDER’.
24.11.1989 Repair ‘RELAY VALVE’.
22.03.1990 Repair ‘BRAKE PULL ROD’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1990 Repair ‘BRAKE PULL ROD’.
25.06.1990 Repair ‘BRANCH PIPE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘HANDRAILS END’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1990 Repair ‘VEHICLE COMPLETE’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘BRAKE LEVER’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Repair ‘TOP CENTRE PLATE’.
03.09.1991 Repair ‘YOKE COMPLETE’.
15.09.1991 Repair ‘STEP’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
21.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.07.1992 Repair ‘FLOOR SHEETING’.
21.07.1992 Repair ‘HANDRAILS END’.
21.07.1992 Repair ‘LADDER’.
21.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1992 Repair ‘STEP’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
21.07.1992 Repair ‘WEAR PLATES & SADDLES’.
21.07.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

10.03.1993 Repair ‘YOKE CARRIER’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘BOGIE SPRING’.
30.08.1993 Repair ‘BRAKE PULL ROD’.
30.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1993 Repair ‘SIDE BEARER’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Repair ‘UNDERFRAME COMPLETE’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘END FRAME MEMBER’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS FIRST PROGRAM (SAPM01)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2103

Details: wagon ‘AOJF 2103 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 19.08.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Due Triple Valve: 29.09.1997
Last Triple Valve: 21.07.1988
Last Brake Cylinder: 05.05.1992
Last Single Car Test: 01.02.1994
Last Lift: 10.03.1981

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.
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16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE COMPLETE’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘TOP CENTRE PLATE’.
01.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
01.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1990 Repair ‘AXLEBOX’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BODY COMPLETE’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘BRAKE PULL ROD’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘BRAKE PULL ROD’.
22.08.1990 Repair ‘WEAR PLATES & SADDLES’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘TRAIN PIPE (END)’.
23.08.1990 Repair ‘WEAR PLATES & SADDLES’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
14.09.1990 Repair ‘BODY COMPLETE’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Repair ‘STEP’.
11.06.1991 Repair ‘TRAIN PIPE (END)’.
11.06.1991 Repair ‘YOKE CARRIER’.
11.06.1991 Repair ‘YOKE COMPLETE’.
11.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.

2601



2. TIMS GROUP INFORMATION - WAGONS

04.07.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘STEP’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE CONTROL PIPE’.
01.05.1992 Repair ‘BRAKE PULL ROD’.
01.05.1992 Repair ‘BRANCH PIPE’.
01.05.1992 Repair ‘COUPLER COMPLETE’.
01.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1992 Repair ‘TRAIN PIPE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1992 Repair ‘BOGIE SPRING’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘BRAKE PULL ROD’.
11.11.1992 Repair ‘BRANCH PIPE’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.11.1992 Repair ‘BODY COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE COMPLETE’.
19.05.1993 Repair ‘BRAKE LEVER’.
19.05.1993 Repair ‘BRAKE PULL ROD’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1993 Repair ‘WHEEL SET’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1993 Repair ‘BRAKE PULL ROD’.
02.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1993 Repair ‘UNDERFRAME COMPLETE’.
02.11.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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16.12.1993 Repair ‘BRAKE PULL ROD’.
16.12.1993 Repair ‘EMPTY LOAD VALVE’.
16.12.1993 Repair ‘UNDERFRAME COMPLETE’.
16.12.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BEARINGS’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE PULL ROD’.
01.02.1994 Repair ‘TRAIN PIPE (END)’.
01.02.1994 Repair ‘UNDERFRAME COMPLETE’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2104

Details: wagon ‘AOJF 2104 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 21.08.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 06.06.1996
Due Triple Valve: 01.03.1989
Last Triple Valve: 11.08.1988
Last Single Car Test: 05.01.1994
Last Lift: 14.05.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

01.10.1989 Repair ‘STEP’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘YOKE COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘VEHICLE COMPLETE’.
27.04.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘END BRAKE COCK’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘BRAKE LEVER’.
25.03.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
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12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘HANDRAILS END’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Repair ‘SIDE BEARER’.
12.12.1991 Repair ‘STEP’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BRANCH PIPE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Repair ‘WHEEL SET’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘FLOOR COMPLETE’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BODY COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘BRAKE LEVER’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1993 Repair ‘STEP’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BOGIE SPRING’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘BRANCH PIPE’.
14.09.1993 Repair ‘UNDERFRAME COMPLETE’.
14.09.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘WHEEL SET’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BRAKE CONTROL PIPE’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘BRANCH PIPE’.
17.12.1993 Repair ‘HANDRAILS END’.
17.12.1993 Repair ‘SIDE BEARER’.
17.12.1993 Repair ‘TOP CENTRE PLATE’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘END HOSE’.
05.01.1994 Repair ‘TRAIN PIPE’.
05.01.1994 Repair ‘UNDERFRAME COMPLETE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2105

Details: wagon ‘AOJF 2105 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
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Diagram Book Page No.: NS 198
Date Built: 21.08.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.04.1996
Last Triple Valve: 10.12.1992
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 19.08.1993
Last Lift: 01.08.1979

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BRAKE PULL ROD’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
27.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1989 Repair ‘STEP’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘BRAKE PULL ROD’.
11.09.1990 Repair ‘COUPLER COMPLETE’.
11.09.1990 Repair ‘FLOOR SHEETING’.
11.09.1990 Repair ‘HANDRAILS END’.
11.09.1990 Repair ‘SIDE BEARER’.
11.09.1990 Repair ‘TRAIN PIPE (END)’.
11.09.1990 Repair ‘YOKE COMPLETE’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BEARERS’.

2607



2. TIMS GROUP INFORMATION - WAGONS

20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1990 Repair ‘WEAR PLATES & SADDLES’.
20.12.1990 Repair ‘YOKE CARRIER’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Repair ‘YOKE COMPLETE’.
20.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
28.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘STEP’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘BRAKE PULL ROD’.
07.07.1992 Repair ‘BRANCH PIPE’.
07.07.1992 Repair ‘COUPLER COMPLETE’.
07.07.1992 Repair ‘FLOOR COMPLETE’.
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Repair ‘HANDRAILS END’.
07.07.1992 Repair ‘STEP’.
07.07.1992 Repair ‘TOP CENTRE PLATE’.
07.07.1992 Repair ‘WEAR PLATES & SADDLES’.
07.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
16.07.1992 Repair ‘END BRAKE COCK’.
16.07.1992 Repair ‘END HOSE’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1992 Repair ‘BOGIE SPRING’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BRAKE PULL ROD’.
01.12.1992 Repair ‘BRANCH PIPE’.
01.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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01.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.12.1992 Repair ‘END HOSE’.
01.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1992 Repair ‘RELAY VALVE’.
01.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1992 Repair ‘YOKE CARRIER’.
01.12.1992 Repair ‘YOKE COMPLETE’.
01.12.1992 Repair ‘YOKE FOLLOWER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING

TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BODY COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘YOKE COMPLETE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE CONTROL PIPE’.
29.09.1993 Repair ‘DOOR FRAME’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘COUPLER KNUCKLE PIN’.
21.04.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOJF 2106

Details: wagon ‘AOJF 2106 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 09.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.08.1996
Last Triple Valve: 12.06.1990
Last Brake Cylinder: 12.06.1990
Last Single Car Test: 16.09.1993
Last Lift: 19.07.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE SPRING’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
07.06.1990 Repair ‘BRAKE PULL ROD’.
07.06.1990 Repair ‘BRANCH PIPE’.
07.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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07.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1990 Repair ‘END HOSE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1990 Repair ‘RELAY VALVE’.
07.06.1990 Repair ‘SIDE BEARER’.
07.06.1990 Repair ‘STEP’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Repair ‘YOKE CARRIER’.
19.09.1990 Repair ‘BODY COMPLETE’.
25.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘SIDE BEARER’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE LEVER’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘TRAIN PIPE (END)’.
05.03.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BODY COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘BRANCH PIPE’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘STEP’.
14.11.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘BRAKE LEVER’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
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12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1992 Repair ‘YOKE CARRIER’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE PULL ROD’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘SIDE BEARER’.
08.04.1992 Repair ‘STEP’.
08.04.1992 Repair ‘TRAIN PIPE (END)’.
08.04.1992 Repair ‘YOKE CARRIER’.
11.06.1992 Repair ‘BRAKE SPRING’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE PIN’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Repair ‘SIDE BEARER’.
09.03.1993 Repair ‘TOP CENTRE PLATE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE CONTROL PIPE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE LEVER’.
08.09.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘END FRAME MEMBER’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘COUPLER KNUCKLE’.
21.04.1994 Repair ‘COUPLER KNUCKLE PIN’.
21.04.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.04.1994 Repair ‘COUPLER TRIGGER LEVER’.
21.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2107

Details: wagon ‘AOJF 2107 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 09.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 13.10.1995
Last Triple Valve: 26.09.1988
Last Brake Cylinder: 03.09.1993
Last Single Car Test: 11.01.1994
Last Lift: 24.07.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
06.02.1990 Repair ‘COUPLER COMPLETE’.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1990 Repair ‘TOP CENTRE PLATE’.
06.02.1990 Repair ‘YOKE COMPLETE’.
01.04.1990 Repair ‘AXLEBOX’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘BRANCH PIPE’.
06.08.1990 Repair ‘BODY COMPLETE’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘VEHICLE STENCILS’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
30.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BEARINGS’.
27.06.1992 Repair ‘BOGIE COMPLETE’.
27.06.1992 Repair ‘BRAKE BLOCK RB95’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘END BRAKE COCK’.
27.06.1992 Repair ‘END HOSE’.
27.06.1992 Repair ‘FLOOR SHEETING’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
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BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘SIDE BEARER’.
11.03.1993 Repair ‘SIDE SHEET’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BEARERS’.
23.08.1993 Repair ‘BRAKE LEVER’.
23.08.1993 Repair ‘BRAKE SPRING’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘HANDBRAKE HANDLE’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1993 Repair ‘SIDE BEARER’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BEARINGS’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2108

Details: wagon ‘AOJF 2108 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 17.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 24.02.1996
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 21.06.1988
Last Single Car Test: 23.06.1993
Last Lift: 21.05.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1990 Repair ‘BRAKE PULL ROD’.
22.05.1990 Repair ‘COUPLER COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.09.1990 Repair ‘BODY COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
24.09.1990 Repair ‘FLOOR COMPLETE’.
05.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1991 Repair ‘SIDE BEARER’.
06.08.1991 Repair ‘TOP CENTRE PLATE’.
06.08.1991 Repair ‘YOKE CARRIER’.
06.08.1991 Repair ‘YOKE PIN’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE LEVER’.
26.05.1992 Repair ‘HANDRAILS END’.
26.05.1992 Repair ‘STEP’.
26.05.1992 Repair ‘VEHICLE COMPLETE’.
26.05.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BODY COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE PULL ROD’.
10.02.1993 Repair ‘BRANCH PIPE’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1993 Repair ‘END BRAKE COCK’.
10.02.1993 Repair ‘END SHEETING’.
10.02.1993 Repair ‘FLOOR SHEETING’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘HANDRAILS END’.
10.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
22.06.1993 Repair ‘BOGIE SPRING’.
22.06.1993 Repair ‘BOGIE SPRING’.
22.06.1993 Repair ‘BOGIE SPRING’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS FIRST PROGRAM (SAPM01)’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2109

Details: wagon ‘AOJF 2109 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 17.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 14.02.1996
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 19.10.1993
Last Lift: 23.03.1979

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.
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16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

23.07.1989 Repair ‘HANDRAILS’.
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.08.1989 Repair ‘SIDE BEARER’.
10.08.1989 Repair ‘TOP CENTRE PLATE’.
10.08.1989 Repair ‘TRAIN PIPE (END)’.
10.08.1989 Repair ‘TRAIN PIPE’.
10.08.1989 Repair ‘YOKE COMPLETE’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘BOGIE SPRING’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘DRAFT GEAR POCKET’.
18.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1989 Repair ‘END BRAKE COCK’.
18.09.1989 Repair ‘END HOSE’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘SIDE BEARER’.
18.09.1989 Repair ‘STEP’.
18.09.1989 Repair ‘TRAIN PIPE (END)’.
18.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1989 Repair ‘WEAR PLATES & SADDLES’.
18.09.1989 Repair ‘YOKE COMPLETE’.
18.10.1989 Repair ‘TRAIN PIPE (END)’.
17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRANCH PIPE’.
06.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.09.1990 Repair ‘YOKE COMPLETE’.
06.09.1990 Repair ‘YOKE FOLLOWER’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘CARD OR CLIP HOLDER’.
21.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
13.05.1991 Repair ‘STEP’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘BRAKE PULL ROD’.
11.06.1991 Repair ‘COUPLER COMPLETE’.

2619



2. TIMS GROUP INFORMATION - WAGONS

11.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.06.1991 Repair ‘SIDE BEARER’.
11.06.1991 Repair ‘STEP’.
11.06.1991 Repair ‘TOP CENTRE PLATE’.
11.06.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.12.1991 Repair ‘HANDRAILS END’.
18.12.1991 Repair ‘STEP’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘BRAKE PULL ROD’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.01.1992 Repair ‘HANDRAILS END’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1992 Repair ‘BOGIE COMPLETE’.
27.06.1992 Repair ‘BRAKE LEVER’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘RELAY VALVE’.
27.06.1992 Repair ‘SIDE BEARER’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1992 Repair ‘HANDBRAKE HANDLE’.
09.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1992 Repair ‘RELAY VALVE’.
09.09.1992 Repair ‘TRAIN PIPE (END)’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE
APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

16.04.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BODY COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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14.10.1993 Repair ‘BOGIE SPRING’.
14.10.1993 Repair ‘BOGIE SPRING’.
14.10.1993 Repair ‘BRAKE CONTROL PIPE’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘TRAIN PIPE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2110

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘BODY COMPLETE’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BRANCH PIPE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1991 Repair ‘SIDE BEARER’.
20.06.1991 Repair ‘TOP CENTRE PLATE’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
20.06.1991 Repair ‘YOKE CARRIER’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRANCH PIPE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.01.1992 Repair ‘STEP’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.06.1992 Repair ‘TRAIN PIPE (END)’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE BLOCK RB95’.
03.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘WHEEL SET’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘BRAKE PULL ROD’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘END FRAME MEMBER’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.10.1993 Repair ‘TRAIN PIPE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘BRANCH PIPE’.
03.12.1993 Repair ‘HANDBRAKE HANDLE’.
03.12.1993 Repair ‘SIDE BEARER’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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16.12.1993 Repair ‘BRAKE PULL ROD’.
16.12.1993 Repair ‘UNDERFRAME COMPLETE’.
16.12.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2111

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘CARD OR CLIP HOLDER’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘SIDE BEARER’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BRAKE PULL ROD’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘BRANCH PIPE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1990 Repair ‘YOKE COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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30.09.1991 Repair ‘STEP’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BODY COMPLETE’.
07.07.1992 Repair ‘BRAKE PULL ROD’.
07.07.1992 Repair ‘HANDRAILS END’.
07.07.1992 Repair ‘STEP’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘BRAKE PULL ROD’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
05.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1993 Repair ‘TRAIN PIPE’.
05.01.1993 Repair ‘YOKE CARRIER’.
05.01.1993 Repair ‘YOKE COMPLETE’.
05.01.1993 Repair ‘YOKE FOLLOWER’.
05.01.1993 Repair ‘YOKE PIN’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE SPRING’.
11.05.1993 Repair ‘BRAKE LEVER’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRANCH PIPE’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1993 Repair ‘END HOSE’.
28.07.1993 Repair ‘TRAIN PIPE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘TRAIN PIPE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2112

Details: wagon ‘AOJF 2112 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 17.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 21.05.1996
Last Brake Cylinder: 29.09.1989
Last Single Car Test: 05.07.1993
Last Lift: 17.10.1980

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘TRAIN PIPE (END)’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
16.10.1990 Repair ‘BODY COMPLETE’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE COMPLETE’.
15.11.1990 Repair ‘SIDE BEARER’.
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14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘BRAKE LEVER’.
24.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.06.1991 Repair ‘STEP’.
24.06.1991 Repair ‘TRAIN PIPE’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
08.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘HANDRAILS END’.
06.11.1991 Repair ‘SIDE BEARER’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BEARINGS’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘EMPTY LOAD VALVE’.
27.06.1992 Repair ‘END BRAKE COCK’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘BRANCH PIPE’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1992 Repair ‘DRAFT GEAR POCKET’.
10.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘SIDE BEARER’.
10.12.1992 Repair ‘STEP’.
10.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Repair ‘YOKE FOLLOWER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1993 Repair ‘BOGIE SPRING’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘STEP’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BODY COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER COMPLETE’.
02.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1993 Repair ‘SIDE BEARER’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2113

Details: wagon ‘AOJF 2113 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 17.09.1969
Operating System: AN
Intended Use: COAL
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Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Last Triple Valve: 17.03.1992
Last Brake Cylinder: 26.10.1993
Last Single Car Test: 26.10.1993
Last Lift: 22.04.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

23.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘NYLON HOSE’.
19.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1990 Repair ‘YOKE COMPLETE’.
24.01.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1990 Repair ‘HANDBRAKE HANDLE’.
17.08.1990 Repair ‘SIDE BEARER’.
17.08.1990 Repair ‘STEP’.
17.08.1990 Repair ‘STRIKING CASTING’.
17.08.1990 Repair ‘TOP CENTRE PLATE’.
17.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘BRAKE PULL ROD’.
04.10.1990 Repair ‘BRANCH PIPE’.
04.10.1990 Repair ‘END BRAKE COCK’.
04.10.1990 Repair ‘SIDE BEARER’.
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04.10.1990 Repair ‘STEP’.
04.10.1990 Repair ‘TOP CENTRE PLATE’.
04.10.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Repair ‘BODY COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE CONTROL PIPE’.
23.04.1991 Repair ‘BRANCH PIPE’.
23.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘SIDE BEARER’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
23.04.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
18.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.12.1991 Repair ‘RELAY VALVE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1992 Repair ‘SIDE BEARER’.
16.03.1992 Repair ‘TOP CENTRE PLATE’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘BRAKE LEVER’.
18.08.1992 Repair ‘EMPTY LOAD VALVE’.
18.08.1992 Repair ‘END BRAKE COCK’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1992 Repair ‘RELAY VALVE’.
18.08.1992 Repair ‘TRAIN PIPE (END)’.
18.08.1992 Repair ‘TRAIN PIPE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1992 Repair ‘BOGIE COMPLETE’.
09.10.1992 Repair ‘BRAKE LEVER’.
09.10.1992 Repair ‘COUPLER COMPLETE’.
09.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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09.10.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE
APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1993 Repair ‘BOGIE SIDEFRAME’.
23.04.1993 Repair ‘BOGIE SPRING’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘BRANCH PIPE’.
23.04.1993 Repair ‘COUPLER COMPLETE’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘HANDBRAKE HANDLE’.
23.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1993 Repair ‘TRAIN PIPE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.04.1993 Repair ‘WEAR PLATES & SADDLES’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
25.10.1993 Repair ‘BRANCH PIPE’.
25.10.1993 Repair ‘DRAFT GEAR POCKET’.
25.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
25.10.1993 Repair ‘SIDE BEARER’.
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Repair ‘UNDERFRAME COMPLETE’.
25.10.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Repair ‘WHEEL SET’.
25.10.1993 Repair ‘WHEEL SET’.
25.10.1993 Repair ‘YOKE CARRIER’.
25.10.1993 Repair ‘YOKE COMPLETE’.
25.10.1993 Repair ‘YOKE FOLLOWER’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘BOGIE SPRING’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS (SAPM03)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2114

Details: wagon ‘AOJF 2114 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 30.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.05.1996
Due Triple Valve: 08.05.1990
Last Triple Valve: 07.05.1991
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 09.02.1994
Last Lift: 30.09.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.
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23.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRANCH PIPE’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘BRAKE LEVER’.
05.09.1989 Repair ‘TRAIN PIPE (END)’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘TRAIN PIPE (END)’.
01.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘SIDE BEARER’.
01.04.1990 Repair ‘AXLEBOX’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘BRAKE BLOCK RB95’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1990 Repair ‘SIDE BEARER’.
18.04.1990 Repair ‘TOP CENTRE PLATE’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Repair ‘YOKE COMPLETE’.
18.04.1990 Repair ‘YOKE FOLLOWER’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BOLSTER’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.05.1990 Repair ‘TRAIN PIPE (END)’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘BRANCH PIPE’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
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26.09.1990 Repair ‘BRAKE PULL ROD’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BRAKE PULL ROD’.
08.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.02.1991 Repair ‘SIDE BEARER’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘BRANCH PIPE’.
02.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BEARERS’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘BRAKE PIN’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘TOP CENTRE PLATE’.
20.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BRAKE PULL ROD’.
16.08.1991 Repair ‘COUPLER COMPLETE’.
16.08.1991 Repair ‘DRAFT GEAR POCKET’.
16.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1991 Repair ‘SIDE BEARER’.
16.08.1991 Repair ‘YOKE CARRIER’.
16.08.1991 Repair ‘YOKE COMPLETE’.
16.08.1991 Repair ‘YOKE FOLLOWER’.
16.08.1991 Repair ‘YOKE PIN’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1991 Repair ‘TRAIN PIPE (END)’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘BRAKE LEVER’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
10.12.1991 Repair ‘HANDRAILS END’.
10.12.1991 Repair ‘LADDER’.
10.12.1991 Repair ‘TOP CENTRE PLATE’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE LEVER’.
18.02.1992 Repair ‘HANDRAILS END’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE LEVER’.
21.05.1992 Repair ‘SIDE BEARER’.
21.05.1992 Repair ‘VEHICLE COMPLETE’.
26.05.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE LEVER’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1992 Repair ‘STEP’.
23.07.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘YOKE CARRIER’.
23.07.1992 Repair ‘YOKE COMPLETE’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BRAKE CONTROL PIPE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRANCH PIPE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.12.1992 Repair ‘STRIKING CASTING’.
15.12.1992 Repair ‘TRAIN PIPE’.
15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING

TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BODY COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
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30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BODY COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BOGIE SPRING’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘BRAKE PULL ROD’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1993 Repair ‘DRAFT GEAR POCKET’.
30.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1993 Repair ‘SIDE BEARER’.
30.07.1993 Repair ‘STEP’.
30.07.1993 Repair ‘TRAIN PIPE (END)’.
30.07.1993 Repair ‘UNDERFRAME COMPLETE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
30.07.1993 Repair ‘YOKE CARRIER’.
30.07.1993 Repair ‘YOKE COMPLETE’.
30.07.1993 Repair ‘YOKE FOLLOWER’.
24.09.1993 Repair ‘END COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BRAKE CONTROL PIPE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2115

Details: wagon ‘AOJF 2115 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 30.09.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.10.1995
Last Triple Valve: 03.02.1992
Last Brake Cylinder: 16.12.1993
Last Single Car Test: 16.12.1993
Last Lift: 15.04.1980

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRANCH PIPE’.
24.11.1989 Repair ‘TOP CENTRE PLATE’.
13.07.1990 Repair ‘BOGIE BEARERS’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.07.1990 Repair ‘COUPLER COMPLETE’.
13.07.1990 Repair ‘DRAFT GEAR POCKET’.
13.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.07.1990 Repair ‘SIDE BEARER’.
13.07.1990 Repair ‘TOP CENTRE PLATE’.
13.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1990 Repair ‘YOKE COMPLETE’.
16.10.1990 Repair ‘BODY COMPLETE’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE CONTROL PIPE’.
14.02.1991 Repair ‘BRANCH PIPE’.
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14.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.02.1991 Repair ‘TOP CENTRE PLATE’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
14.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘BRAKE PULL ROD’.
03.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1991 Repair ‘HANDRAILS END’.
03.05.1991 Repair ‘SIDE BEARER’.
03.05.1991 Repair ‘STEP’.
03.05.1991 Repair ‘WHEEL SET’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘CENTRE SILL’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1992 Repair ‘RELAY VALVE’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BEARINGS’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘COUPLER COMPLETE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘WHEEL SET’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.10.1993 Repair ‘BOGIE BEARINGS’.
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE LEVER’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1993 Repair ‘BRAKE PULL ROD’.
16.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2117

Details: wagon ‘AOJF 2117 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 10.10.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE
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Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 12.08.1996
Last Triple Valve: 20.03.1989
Last Brake Cylinder: 20.09.1993
Last Single Car Test: 08.12.1993
Last Lift: 17.10.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.07.1989 Repair ‘BRANCH PIPE’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Repair ‘STEP’.
04.07.1989 Repair ‘WEAR PLATES & SADDLES’.
04.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1990 Repair ‘TOP CENTRE PLATE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Repair ‘FLOOR COMPLETE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘END BRAKE COCK’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘DRAFT GEAR POCKET’.
20.08.1991 Repair ‘TRAIN PIPE (END)’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.12.1991 Repair ‘HANDRAILS END’.
09.12.1991 Repair ‘STEP’.
09.12.1991 Repair ‘TRAIN PIPE (END)’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE COMPLETE’.
27.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
30.06.1992 Repair ‘YOKE CARRIER’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE BLOCK RB95’.
18.03.1993 Repair ‘BRAKE CONTROL PIPE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘BOGIE SPRING’.
17.09.1993 Repair ‘BRAKE LEVER’.

2640



2.106. Wagon classification starting with ‘AOJ’

17.09.1993 Repair ‘BRAKE SPRING’.
17.09.1993 Repair ‘BRAKE SPRING’.
17.09.1993 Repair ‘BRANCH PIPE’.
17.09.1993 Repair ‘EMPTY LOAD VALVE’.
17.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.09.1993 Repair ‘RELAY VALVE’.
17.09.1993 Repair ‘SIDE BEARER’.
17.09.1993 Repair ‘UNDERFRAME COMPLETE’.
17.09.1993 Repair ‘WHEEL SET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘BRAKE PULL ROD’.
07.12.1993 Repair ‘BRANCH PIPE’.
07.12.1993 Repair ‘DRAFT GEAR POCKET’.
07.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1993 Repair ‘END BRAKE COCK’.
07.12.1993 Repair ‘SIDE BEARER’.
07.12.1993 Repair ‘TRAIN PIPE (END)’.
07.12.1993 Repair ‘UNDERFRAME COMPLETE’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Repair ‘YOKE COMPLETE’.
07.12.1993 Repair ‘YOKE FOLLOWER’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2118

03.04.1985 Alteration complete ‘MODIFY END STEP ON ‘GPA’ WAGONS IN
ACCORDANCE WITH DRAWING 3W-98 TO REDUCE THE DANGER OF HAND
INJURY WHEN USING HANDBRAKE. GPA 2091-2115,2117-2124,2127-2129.
(RS4029)’.
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04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE LEVER’.
21.07.1989 Repair ‘BRAKE PULL ROD’.
21.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.07.1989 Repair ‘DRAFT GEAR POCKET’.
21.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘STEP’.
21.07.1989 Repair ‘YOKE COMPLETE’.
20.02.1990 Repair ‘BOGIE SPRING’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.04.1990 Repair ‘AXLEBOX’.
10.05.1990 Repair ‘BOGIE SPRING’.
26.06.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
16.10.1990 Repair ‘BODY COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE SPRING’.
15.01.1991 Repair ‘BRAKE BLOCK RB95’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Repair ‘SIDE BEARER’.
15.01.1991 Repair ‘TRAIN PIPE (END)’.
15.01.1991 Repair ‘WEAR PLATES & SADDLES’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE SPRING’.
25.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.03.1991 Repair ‘SIDE BEARER’.
25.03.1991 Repair ‘YOKE CARRIER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BRAKE PULL ROD’.
14.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1991 Repair ‘BRANCH PIPE’.
14.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1991 Repair ‘TRAIN PIPE (END)’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1991 Repair ‘YOKE PIN’.
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03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Repair ‘YOKE CARRIER’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRAKE PULL ROD’.
26.03.1992 Repair ‘BRAKE SPRING’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘TRAIN PIPE (END)’.
26.03.1992 Repair ‘VEHICLE COMPLETE’.
10.05.1992 Repair ‘WHEEL SET’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘HANDRAILS END’.
26.05.1992 Repair ‘STEP’.
26.05.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘TRAIN PIPE’.
15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING

TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘TOP CENTRE PLATE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘BRAKE LEVER’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
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30.08.1993 Repair ‘DRAFT GEAR POCKET’.
30.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1993 Repair ‘STRIKING CASTING’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2119

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

01.10.1989 Repair ‘HANDBRAKE HANDLE’.
18.10.1989 Repair ‘STEP’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘SIDE BEARER’.
06.08.1990 Repair ‘BODY COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘CARD OR CLIP HOLDER’.
07.09.1990 Repair ‘COUPLER COMPLETE’.
07.09.1990 Repair ‘COUPLER KNUCKLE’.
07.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1990 Repair ‘HANDRAILS END’.
07.09.1990 Repair ‘LADDER’.
07.09.1990 Repair ‘STEP’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2644



2.106. Wagon classification starting with ‘AOJ’

14.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘BRAKE PULL ROD’.
14.05.1991 Repair ‘BRANCH PIPE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1991 Repair ‘HANDRAILS END’.
05.11.1991 Repair ‘RELAY VALVE’.
05.11.1991 Repair ‘SIDE BEARER’.
05.11.1991 Repair ‘TOP CENTRE PLATE’.
05.11.1991 Repair ‘TRAIN PIPE’.
05.11.1991 Repair ‘WEAR PLATES & SADDLES’.
05.11.1991 Repair ‘YOKE COMPLETE’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BRANCH PIPE’.
25.03.1992 Repair ‘LADDER’.
25.03.1992 Repair ‘STEP’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE SPRING’.
12.05.1992 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRAKE LEVER’.
26.06.1992 Repair ‘FLOOR SHEETING’.
26.06.1992 Repair ‘TRAIN PIPE (END)’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BRAKE CONTROL PIPE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘BRANCH PIPE’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘RELAY VALVE’.
10.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRANCH PIPE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘END HOSE’.
14.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1993 Repair ‘TRAIN PIPE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOJF 2120

Details: wagon ‘AOJF 2120 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 16.10.1969
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 23.01.1996
Last Triple Valve: 07.02.1989
Last Brake Cylinder: 29.02.1988
Last Single Car Test: 10.08.1993
Last Lift: 26.01.1982
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04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

15.03.1990 Repair ‘BRAKE PULL ROD’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BEARERS’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘END COMPLETE’.
23.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1991 Repair ‘WHEEL SET’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Repair ‘VEHICLE STENCILS’.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘BRAKE PULL ROD’.
11.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘BRAKE LEVER’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.05.1993 Repair ‘SIDE BEARER’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE SPRING’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
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05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2121

03.04.1985 Alteration complete ‘MODIFY END STEP ON ‘GPA’ WAGONS IN
ACCORDANCE WITH DRAWING 3W-98 TO REDUCE THE DANGER OF HAND
INJURY WHEN USING HANDBRAKE. GPA 2091-2115,2117-2124,2127-2129.
(RS4029)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.09.1990 Repair ‘BODY COMPLETE’.
24.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1991 Repair ‘SIDE BEARER’.
10.07.1991 Repair ‘STEP’.
10.07.1991 Repair ‘TRAIN PIPE (END)’.
10.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘WEAR PLATES & SADDLES’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Repair ‘BRANCH PIPE’.
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09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘HANDRAILS END’.
09.04.1992 Repair ‘STEP’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Repair ‘YOKE COMPLETE’.
10.05.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BODY COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘TOP CENTRE PLATE’.
10.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BODY COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BOGIE SPRING’.
24.06.1993 Repair ‘BRAKE PULL ROD’.
24.06.1993 Repair ‘BRANCH PIPE’.
24.06.1993 Repair ‘COUPLER COMPLETE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Repair ‘SIDE BEARER’.
24.06.1993 Repair ‘TOP CENTRE PLATE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BODY COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘COUPLER COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1994 Repair ‘UNDERFRAME COMPLETE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM03)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

AOJF 2122

Details: wagon ‘AOJF 2122 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 17.10.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 30.04.1996
Last Triple Valve: 20.12.1989
Last Brake Cylinder: 05.01.1994
Last Single Car Test: 05.01.1994
Last Lift: 29.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

23.07.1989 Repair ‘STEP’.
01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
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18.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.12.1989 Repair ‘SIDE BEARER’.
18.12.1989 Repair ‘TOP CENTRE PLATE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRAKE PULL ROD’.
10.05.1990 Repair ‘STEP’.
10.05.1990 Repair ‘TRAIN PIPE (END)’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRANCH PIPE’.
15.08.1990 Repair ‘STEP’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE SPRING’.
12.09.1990 Repair ‘BRAKE PULL ROD’.
12.09.1990 Repair ‘SIDE BEARER’.
12.09.1990 Repair ‘STEP’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE SPRING’.
04.01.1991 Repair ‘BRAKE CONTROL PIPE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRANCH PIPE’.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1991 Repair ‘STEP’.
30.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1991 Repair ‘YOKE COMPLETE’.
30.01.1991 Repair ‘YOKE FOLLOWER’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BRANCH PIPE’.
06.03.1991 Repair ‘TRAIN PIPE (END)’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘HANDRAILS END’.
16.12.1991 Repair ‘STEP’.
16.12.1991 Repair ‘TRAIN PIPE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘YOKE COMPLETE’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRAKE PULL ROD’.
26.06.1992 Repair ‘FLOOR SHEETING’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1993 Repair ‘TRAIN PIPE’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Repair ‘WHEEL SET’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BOGIE SPRING’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘BRANCH PIPE’.
19.10.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1993 Repair ‘UNDERFRAME COMPLETE’.
19.10.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘WHEEL SET’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘BRANCH PIPE’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘UNDERFRAME COMPLETE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
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23.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2123

Details: wagon ‘AOJF 2123 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 27.10.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 29.05.1996
Last Triple Valve: 03.10.1989
Last Brake Cylinder: 09.05.1988
Last Single Car Test: 01.02.1994
Last Lift: 31.03.1981

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS

2653



2. TIMS GROUP INFORMATION - WAGONS

IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘BRAKE PULL ROD’.
01.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE LEVER’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘CARD OR CLIP HOLDER’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘DRAFT GEAR POCKET’.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘SIDE BEARER’.
23.01.1990 Repair ‘STEP’.
23.01.1990 Repair ‘TOP CENTRE PLATE’.
23.01.1990 Repair ‘YOKE COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRAKE PULL ROD’.
12.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE COMPLETE’.
02.11.1990 Repair ‘BRAKE LEVER’.
02.11.1990 Repair ‘STEP’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘BRAKE CONTROL PIPE’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1991 Repair ‘HANDRAILS END’.
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06.09.1991 Repair ‘SIDE BEARER’.
06.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE SPRING’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
06.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1991 Repair ‘HANDRAILS END’.
06.11.1991 Repair ‘STEP’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BRAKE LEVER’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BOGIE COMPLETE’.
28.10.1992 Repair ‘BRAKE LEVER’.
28.10.1992 Repair ‘BRANCH PIPE’.
28.10.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘END SILL’.
28.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

16.04.1993 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘BOGIE SPRING’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BOGIE SPRING’.
14.09.1993 Repair ‘BRAKE PULL ROD’.
14.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1993 Repair ‘DRAFT GEAR POCKET’.
14.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1993 Repair ‘HANDRAILS END’.
14.09.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
14.09.1993 Repair ‘UNDERFRAME COMPLETE’.
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14.09.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘YOKE CARRIER’.
14.09.1993 Repair ‘YOKE PIN’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Repair ‘WHEEL SET’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘BRAKE BLOCK RB95’.
16.12.1993 Repair ‘BRAKE LEVER’.
16.12.1993 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE PULL ROD’.
01.02.1994 Repair ‘BRANCH PIPE’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘END BRAKE COCK’.
01.02.1994 Repair ‘END HOSE’.
01.02.1994 Repair ‘UNDERFRAME COMPLETE’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2124

Details: wagon ‘AOJF 2124 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 27.10.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 25.05.1996
Last Triple Valve: 03.02.1994
Last Brake Cylinder: 19.07.1993
Last Single Car Test: 03.02.1994
Last Lift: 12.01.1981

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘BRAKE LEVER’.
08.09.1989 Repair ‘BRANCH PIPE’.
01.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘BOGIE SPRING’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Repair ‘BRANCH PIPE’.
13.09.1990 Repair ‘TRAIN PIPE (END)’.
14.09.1990 Repair ‘BODY COMPLETE’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘COUPLER KNUCKLE’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE SPRING’.
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26.03.1991 Repair ‘BRAKE LEVER’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
26.03.1991 Repair ‘BRANCH PIPE’.
26.03.1991 Repair ‘TRAIN PIPE (END)’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE SPRING’.
28.05.1991 Repair ‘BRAKE CONTROL PIPE’.
28.05.1991 Repair ‘END BRAKE COCK’.
28.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘TRAIN PIPE (END)’.
28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1991 Repair ‘HANDRAILS END’.
10.10.1991 Repair ‘TRAIN PIPE (END)’.
10.10.1991 Repair ‘WEAR PLATES & SADDLES’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE SPRING’.
16.12.1991 Repair ‘HANDRAILS END’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BRAKE PULL ROD’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1992 Repair ‘WEAR PLATES & SADDLES’.
24.04.1992 Repair ‘YOKE FOLLOWER’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BEARINGS’.
14.05.1992 Repair ‘CENTRE SILL’.
14.05.1992 Repair ‘TRAIN PIPE (END)’.
14.05.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
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OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BRAKE LEVER’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BEARINGS’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘BRANCH PIPE’.
15.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘YOKE PIN’.
07.10.1993 Repair ‘END FRAME MEMBER’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘COUPLER KNUCKLE’.
02.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
02.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
02.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2127

Details: wagon ‘AOJF 2127 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m

2659



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 11.11.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.01.1996
Last Triple Valve: 09.09.1993
Last Brake Cylinder: 03.05.1993
Last Single Car Test: 01.02.1994
Last Lift: 11.10.1979

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘SIDE BEARER’.
24.01.1990 Repair ‘YOKE CARRIER’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘BRAKE PULL ROD’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘LADDER’.
12.09.1990 Repair ‘SIDE BEARER’.
12.09.1990 Repair ‘TRAIN PIPE (END)’.
12.09.1990 Repair ‘YOKE COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE COMPLETE’.
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13.11.1990 Repair ‘BRAKE PIN’.
13.11.1990 Repair ‘BRAKE PULL ROD’.
13.11.1990 Repair ‘COUPLER COMPLETE’.
13.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1990 Repair ‘TOP CENTRE PLATE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE LEVER’.
30.05.1991 Repair ‘BRAKE PULL ROD’.
30.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1991 Repair ‘SIDE BEARER’.
30.05.1991 Repair ‘TRAIN PIPE (END)’.
30.05.1991 Repair ‘TRAIN PIPE’.
30.05.1991 Repair ‘YOKE CARRIER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE SPRING’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.07.1991 Repair ‘TRAIN PIPE (END)’.
25.07.1991 Repair ‘YOKE PIN’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE SPRING’.
23.10.1991 Repair ‘BRANCH PIPE’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.10.1991 Repair ‘HANDRAILS END’.
23.10.1991 Repair ‘STEP’.
06.01.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘END BRAKE COCK’.
27.06.1992 Repair ‘END HOSE’.
27.06.1992 Repair ‘FLOOR SHEETING’.
27.06.1992 Repair ‘GRADE CONTROL VALVE’.
27.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1993 Repair ‘BOGIE COMPLETE’.
29.01.1993 Repair ‘BRAKE BLOCK RB95’.
29.01.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘BOGIE SPRING’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.04.1993 Repair ‘HANDBRAKE HANDLE’.
23.04.1993 Repair ‘HANDRAILS END’.
23.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1993 Repair ‘TRAIN PIPE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1993 Repair ‘BRAKE LEVER’.
30.08.1993 Repair ‘BRANCH PIPE’.
30.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.08.1993 Repair ‘SIDE STEP’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘BRAKE LEVER’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOJF 2128

Details: wagon ‘AOJF 2128 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 27.11.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 67 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 24.07.1996
Due Triple Valve: 22.05.1988
Last Triple Valve: 22.04.1991
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 03.09.1993
Last Lift: 19.01.1981

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.

16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRANCH PIPE’.
25.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘TOP CENTRE PLATE’.
01.10.1989 Repair ‘STEP’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BRAKE CONTROL PIPE’.
02.11.1989 Repair ‘SIDE BEARER’.
02.11.1989 Repair ‘TOP CENTRE PLATE’.

2663



2. TIMS GROUP INFORMATION - WAGONS

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘BRANCH PIPE’.
20.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1990 Repair ‘CARD OR CLIP HOLDER’.
28.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.06.1990 Repair ‘SIDE BEARER’.
28.06.1990 Repair ‘STEP’.
28.06.1990 Repair ‘TOP CENTRE PLATE’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1990 Repair ‘YOKE COMPLETE’.
24.09.1990 Repair ‘FLOOR COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘BRANCH PIPE’.
11.03.1991 Repair ‘CARD OR CLIP HOLDER’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE LEVER’.
22.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.04.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘TOP CENTRE PLATE’.
15.08.1991 Repair ‘TRAIN PIPE’.
15.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.08.1991 Repair ‘YOKE CARRIER’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Repair ‘END HOSE’.
11.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRANCH PIPE’.
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10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1992 Repair ‘HANDBRAKE HANDLE’.
07.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘BRAKE LEVER’.
07.08.1992 Repair ‘FLOOR COMPLETE’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration complete ‘FIT PLATES TO FIXED COUPLING END OF ALL

‘AOJF’ AND ‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL.
(RS4756)’.

15.01.1993 Alteration complete ‘CHANGE OUT BOGIES TO PEDESTAL BEARING
TYPE WHERE APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15
4-CM-31) TO EACH SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS
BOGIE TO ‘ASBC’. REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD
FLOOR. CARRY OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND
RECORD RESULTS (REF LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD.
AOJF ALL. (RS4766)’.

24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘BRAKE LEVER’.
24.03.1993 Repair ‘COUPLER COMPLETE’.
24.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘BRANCH PIPE’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘STEP’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BOGIE SPRING’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
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06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

AOJF 2129

Details: wagon ‘AOJF 2129 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 198
Date Built: 31.10.1969
Operating System: AN
Intended Use: COAL
Remarks: EX GPA
BSG Code: FSOE

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.08.1996
Last Triple Valve: 26.08.1993
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 10.01.1994
Last Lift: 26.01.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GPA‘COAL WAGONS AND RECLASSIFY TO ‘AOJF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN SAME SERIAL
NUMBERS) (RS4272)’. New class: ‘AOJF’.
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16.09.1988 Alteration complete ‘MANUFACTURE AND INSTALL VOLUME
REDUCTION BOXES TO 36 NO. ‘AOJF’ COAL WAGONS ACCOUNT
OVERLOADING. (RS4330)’.

28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BOGIE COMPLETE’.
28.02.1990 Repair ‘BRAKE LEVER’.
28.02.1990 Repair ‘TRAIN PIPE (END)’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
31.07.1990 Repair ‘TRAIN PIPE’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BEARERS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘TOP CENTRE PLATE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.08.1991 Repair ‘DRAFT GEAR POCKET’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1991 Repair ‘SIDE BEARER’.
02.08.1991 Repair ‘STEP’.
02.08.1991 Repair ‘YOKE FOLLOWER’.
02.08.1991 Repair ‘YOKE PIN’.
02.08.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1991 Repair ‘STEP’.
12.09.1991 Repair ‘TOP CENTRE PLATE’.
12.09.1991 Repair ‘TRAIN PIPE (END)’.
12.09.1991 Repair ‘YOKE COMPLETE’.
12.09.1991 Repair ‘YOKE PIN’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
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06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BRAKE PULL ROD’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.05.1992 Repair ‘SIDE BEARER’.
06.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRAKE PULL ROD’.
13.08.1992 Repair ‘BRANCH PIPE’.
13.08.1992 Repair ‘COUPLER COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
13.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.08.1992 Repair ‘FLOOR BOARDS’.
13.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1992 Repair ‘VEHICLE COMPLETE’.
13.08.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.01.1993 Alteration ‘CHANGE OUT BOGIES TO PEDESTAL BEARING TYPE WHERE

APPROPRIATE. FIT 5 NO INNER-INNER SPRINGS (ITEM 15 4-CM-31) TO EACH
SPRING NEST ON EACH BOG- IE IE 20/WAGON. RECLASS BOGIE TO ‘ASBC’.
REMOVE VOLUME REDUCTION BOXES AND MAKE GOOD FLOOR. CARRY
OUT ULTRA-SONIC INSPECTION OF EACH AXLE AND RECORD RESULTS (REF
LABORATORY). RESTENCIL FOR 67 TONNE PAYLOAD. AOJF ALL. (RS4766)’.

16.04.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1993 Repair ‘BOGIE SPRING’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘BRAKE PULL ROD’.
20.08.1993 Repair ‘BRANCH PIPE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘END BRAKE COCK’.
20.08.1993 Repair ‘HANDBRAKE HANDLE’.
20.08.1993 Repair ‘NYLON HOSE’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1993 Repair ‘RELAY VALVE’.
20.08.1993 Repair ‘SIDE BEARER’.
20.08.1993 Repair ‘TRAIN PIPE (END)’.
20.08.1993 Repair ‘UNDERFRAME COMPLETE’.
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20.08.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Repair ‘WHEEL SET’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘WHEEL SET’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Repair ‘UNDERFRAME COMPLETE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BEARINGS’.
10.01.1994 Repair ‘UNDERFRAME COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

2.107 Wagon classification starting with ‘AOK’

AOKF 887

Details: wagon ‘AOKF 887 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.07.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 06.10.1995
Last Triple Valve: 22.06.1992
Last Brake Cylinder: 03.09.1993
Last Single Car Test: 11.01.1994
Last Lift: 21.03.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘BRANCH PIPE’.
15.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.01.1990 Repair ‘SIDE BEARER’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE PULL ROD’.
15.02.1990 Repair ‘DRAFT GEAR POCKET’.
15.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1990 Repair ‘SIDE BEARER’.
15.02.1990 Repair ‘YOKE COMPLETE’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1990 Repair ‘BRANCH PIPE’.
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21.11.1990 Repair ‘COUPLER COMPLETE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘TOP CENTRE PLATE’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘WHEEL SET’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE CONTROL PIPE’.
01.02.1991 Repair ‘BRAKE PULL ROD’.
01.02.1991 Repair ‘BRANCH PIPE’.
01.02.1991 Repair ‘COUPLER COMPLETE’.
01.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1991 Repair ‘SIDE BEARER’.
01.02.1991 Repair ‘TRAIN PIPE (END)’.
01.02.1991 Repair ‘WHEEL SET’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
28.01.1992 Repair ‘STEP’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘BRAKE PULL ROD’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1992 Repair ‘DRAFT GEAR POCKET’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘HANDRAILS END’.
08.04.1992 Repair ‘SIDE BEARER’.
08.04.1992 Repair ‘STEP’.
08.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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08.04.1992 Repair ‘YOKE CARRIER’.
08.04.1992 Repair ‘YOKE PIN’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE LEVER’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘VEHICLE COMPLETE’.
22.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.06.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE LEVER’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1993 Repair ‘STEP’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BEARINGS’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

27.10.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM05)’.

AOKF 891

Details: wagon ‘AOKF 891 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 04.08.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 05.07.1996
Last Triple Valve: 28.09.1993
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 28.09.1993
Last Lift: 16.11.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE LEVER’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘END COMPLETE’.
11.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1990 Repair ‘TRAIN PIPE (END)’.
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12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Repair ‘STEP’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1990 Repair ‘WEAR PLATES & SADDLES’.
16.08.1990 Repair ‘SIDE STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE PULL ROD’.
31.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘YOKE CARRIER’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1992 Repair ‘BRAKE PULL ROD’.
10.07.1992 Repair ‘COUPLER COMPLETE’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1992 Repair ‘WEAR PLATES & SADDLES’.
10.07.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘BRANCH PIPE’.
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30.04.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘STEP’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1993 Repair ‘SIDE SHEET’.
22.09.1993 Repair ‘UNDERFRAME COMPLETE’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM02)’.

06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM03)’.

09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 894

Details: wagon ‘AOKF 894 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 04.08.1952
Operating System: AN
Intended Use: COAL
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BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 29.11.1995
Last Triple Valve: 29.07.1991
Last Brake Cylinder: 29.07.1991
Last Single Car Test: 02.08.1993
Last Lift: 04.08.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BEARERS’.
29.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘DRAFT GEAR POCKET’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘END BRAKE COCK’.
29.07.1991 Repair ‘END COMPLETE’.
29.07.1991 Repair ‘END HOSE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘TOP CENTRE PLATE’.
29.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BODY COMPLETE’.
30.07.1991 Repair ‘CARD OR CLIP HOLDER’.
30.07.1991 Repair ‘CENTRE SILL’.
30.07.1991 Repair ‘DRAFT GEAR POCKET’.
30.07.1991 Repair ‘END SILL’.
30.07.1991 Repair ‘FLOOR SUPPORT’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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30.07.1991 Repair ‘HANDRAILS END’.
30.07.1991 Repair ‘LADDER’.
30.07.1991 Repair ‘SIDE SILL’.
30.07.1991 Repair ‘STEP’.
30.07.1991 Repair ‘STRIKING CASTING’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘TRANSOM’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘VEHICLE COMPLETE’.
20.08.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1991 Repair ‘EMPTY LOAD VALVE’.
04.09.1991 Repair ‘ISOLATING COCK’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘BOGIE SPRING’.
14.05.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Repair ‘YOKE COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘TRAIN PIPE’.
28.07.1993 Repair ‘UNDERFRAME COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

16.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
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WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 899

Details: wagon ‘AOKF 899 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 30.07.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 11.12.1995
Last Triple Valve: 24.01.1991
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 10.01.1994
Last Lift: 07.06.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BOLSTER’.
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14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘YOKE CARRIER’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRAKE LEVER’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1990 Repair ‘TOP CENTRE PLATE’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Repair ‘YOKE COMPLETE’.
08.08.1990 Repair ‘STEP’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1990 Repair ‘BODY COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BRANCH PIPE’.
28.01.1992 Repair ‘TRAIN PIPE’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘BRAKE LEVER’.
02.07.1992 Repair ‘HANDRAILS END’.
02.07.1992 Repair ‘STEP’.
02.07.1992 Repair ‘TRAIN PIPE’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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23.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘WEAR PLATES & SADDLES’.
23.07.1992 Repair ‘YOKE CARRIER’.
23.07.1992 Repair ‘YOKE COMPLETE’.
03.11.1992 Repair ‘BOGIE SPRING’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE LEVER’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘BRAKE LEVER’.
21.12.1992 Repair ‘BRANCH PIPE’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1992 Repair ‘YOKE COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE CONTROL PIPE’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Repair ‘WHEEL SET’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘COUPLER COMPLETE’.
10.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1994 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
10.01.1994 Repair ‘UNDERFRAME COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
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AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 904

Details: wagon ‘AOKF 904 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.07.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 02.03.1996
Last Triple Valve: 17.08.1990
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 25.10.1993
Last Lift: 31.01.1981
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04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE LEVER’.
28.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.07.1989 Repair ‘END BRAKE COCK’.
28.07.1989 Repair ‘END HOSE’.
28.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Repair ‘YOKE CARRIER’.
28.07.1989 Repair ‘YOKE FOLLOWER’.
28.07.1989 Repair ‘YOKE PIN’.
01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘BRAKE PULL ROD’.
01.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.10.1989 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘BRAKE LEVER’.
30.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.08.1990 Repair ‘TRAIN PIPE (END)’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘BRAKE PULL ROD’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BOGIE SPRING’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.06.1991 Repair ‘TRAIN PIPE (END)’.
11.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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11.06.1991 Repair ‘WEAR PLATES & SADDLES’.
11.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
28.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘CENTRE SILL’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Repair ‘BRAKE PULL ROD’.
13.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.03.1992 Repair ‘HANDRAILS END’.
13.03.1992 Repair ‘SIDE BEARER’.
13.03.1992 Repair ‘STEP’.
13.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Repair ‘YOKE CARRIER’.
08.05.1992 Repair ‘WHEEL SET’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘COUPLER COMPLETE’.
21.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
21.07.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BEARINGS’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘BRAKE BLOCK RB95’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘BRAKE LEVER’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1993 Repair ‘YOKE PIN’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
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22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM
UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 906

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BRANCH PIPE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1989 Repair ‘SIDE BEARER’.
20.07.1989 Repair ‘STEP’.
20.07.1989 Repair ‘TOP CENTRE PLATE’.
20.07.1989 Repair ‘TRAIN PIPE’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BRAKE LEVER’.
12.01.1990 Repair ‘BRAKE PIN’.
12.01.1990 Repair ‘BRAKE PULL ROD’.
12.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1990 Repair ‘HANDBRAKE HANDLE’.
12.01.1990 Repair ‘STEP’.
12.01.1990 Repair ‘TOP CENTRE PLATE’.
12.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE PULL ROD’.
13.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.05.1991 Repair ‘TRAIN PIPE’.
13.05.1991 Repair ‘YOKE CARRIER’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE COMPLETE’.
07.06.1991 Repair ‘COUPLER COMPLETE’.
07.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1991 Repair ‘SIDE BEARER’.
07.06.1991 Repair ‘TRAIN PIPE (END)’.
07.06.1991 Repair ‘YOKE COMPLETE’.
07.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘BRAKE PULL ROD’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘DRAFT GEAR POCKET’.
10.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1991 Repair ‘STEP’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘HANDRAILS END’.
10.09.1991 Repair ‘TRAIN PIPE (END)’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE COMPLETE’.
08.01.1992 Repair ‘COUPLER COMPLETE’.
08.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘DOOR COMPLETE’.
13.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BRAKE LEVER’.
29.03.1993 Repair ‘TOP CENTRE PLATE’.
29.03.1993 Repair ‘WHEEL SET’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BOGIE COMPLETE’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
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04.12.1993 Repair ‘SIDE BEARER’.
04.12.1993 Repair ‘TOP CENTRE PLATE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 908

Details: wagon ‘AOKF 908 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.07.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.01.1996
Due Triple Valve: 26.05.1990
Last Brake Cylinder: 09.03.1993
Last Single Car Test: 09.09.1993
Last Lift: 21.02.1984

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘BRAKE CONTROL PIPE’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘DRAFT GEAR POCKET’.
27.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1990 Repair ‘EMPTY LOAD VALVE’.
27.06.1990 Repair ‘NYLON HOSE’.
27.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1990 Repair ‘SIDE BEARER’.
27.06.1990 Repair ‘TOP CENTRE PLATE’.
27.06.1990 Repair ‘YOKE CARRIER’.
27.06.1990 Repair ‘YOKE FOLLOWER’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BEARERS’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘END HOSE’.
12.03.1991 Repair ‘STEP’.
12.03.1991 Repair ‘TOP CENTRE PLATE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRAKE BLOCK RB95’.
11.06.1991 Repair ‘BRAKE PULL ROD’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.06.1991 Repair ‘YOKE FOLLOWER’.
11.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
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14.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE CONTROL PIPE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘END BRAKE COCK’.
07.04.1992 Repair ‘TRAIN PIPE (END)’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘BRAKE PULL ROD’.
09.04.1992 Repair ‘DRAFT GEAR POCKET’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘TRAIN PIPE (END)’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BODY COMPLETE’.
20.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘BRAKE LEVER’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
20.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
24.02.1993 Repair ‘BRANCH PIPE’.
24.02.1993 Repair ‘COUPLER COMPLETE’.
24.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.02.1993 Repair ‘DRAFT GEAR POCKET’.
24.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.02.1993 Repair ‘SIDE BEARER’.
24.02.1993 Repair ‘STEP’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘WEAR PLATES & SADDLES’.
24.02.1993 Repair ‘WHEEL SET’.
24.02.1993 Repair ‘YOKE CARRIER’.
24.02.1993 Repair ‘YOKE COMPLETE’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BODY COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BOGIE COMPLETE’.
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06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.05.1993 Repair ‘DRAFT GEAR POCKET’.
06.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘SIDE BEARER’.
06.05.1993 Repair ‘STEP’.
06.05.1993 Repair ‘TRAIN PIPE (END)’.
06.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
06.05.1993 Repair ‘YOKE CARRIER’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE BLOCK RB95’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

13.12.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 909

Details: wagon ‘AOKF 909 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 183
Date Built: 29.07.1952
Operating System: AN
Intended Use: COAL
Remarks: EX AQFF
BSG Code: FSOE

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Due Triple Valve: 03.06.1992
Last Triple Valve: 01.03.1988
Last Brake Cylinder: 03.06.1991
Last Single Car Test: 03.06.1991
Last Lift: 18.08.1981
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED. (AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
12.10.1989 Repair ‘HITCH LOCK MECHANISM’.
12.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
28.09.1990 Repair ‘BODY COMPLETE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
06.12.1990 Repair ‘VEHICLE STENCILS’.
06.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
04.03.1991 Repair ‘DOOR LOCK MECHANISM’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘BRANCH PIPE’.
22.05.1991 Repair ‘CENTRE SILL’.
22.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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22.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘TRAIN PIPE’.
22.05.1991 Repair ‘TRANSOM’.
22.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1991 Repair ‘WEAR PLATES & SADDLES’.
22.05.1991 Repair ‘YOKE COMPLETE’.
22.05.1991 Repair ‘YOKE PIN’.
22.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
27.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1991 Repair ‘VEHICLE COMPLETE’.
27.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
23.10.1991 Repair ‘FLOOR SHEETING’.
23.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING

‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

01.12.1995 Repair ‘VEHICLE RECLASSIFY’.
01.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 909 Y’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 910

Details: wagon ‘AOKF 910 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 29.07.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
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BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 25.05.1996
Last Triple Valve: 26.07.1993
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 01.02.1994
Last Lift: 16.02.1984

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1989 Repair ‘SIDE BEARER’.
11.07.1989 Repair ‘STEP’.
11.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BEARERS’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘BOGIE SPRING’.
20.02.1990 Repair ‘BRAKE CONTROL PIPE’.
20.02.1990 Repair ‘BRAKE PULL ROD’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.02.1990 Repair ‘STEP’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.05.1990 Repair ‘END SHEETING’.
11.05.1990 Repair ‘END SILL’.
11.05.1990 Repair ‘STANCHION’.
11.05.1990 Repair ‘STEP’.
11.05.1990 Repair ‘STRIKING CASTING’.
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11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1990 Repair ‘WEAR PLATES & SADDLES’.
11.05.1990 Repair ‘YOKE CARRIER’.
11.05.1990 Repair ‘YOKE COMPLETE’.
11.05.1990 Repair ‘YOKE FOLLOWER’.
11.05.1990 Repair ‘YOKE PIN’.
11.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
14.02.1991 Repair ‘BRANCH PIPE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1991 Repair ‘END HOSE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE LEVER’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1991 Repair ‘YOKE COMPLETE’.
19.06.1991 Repair ‘YOKE PIN’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘BRAKE PULL ROD’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1991 Repair ‘HANDRAILS END’.
05.09.1991 Repair ‘YOKE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE LEVER’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.02.1993 Repair ‘BODY COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘BRAKE CONTROL PIPE’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
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25.02.1993 Repair ‘COUPLER COMPLETE’.
25.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
10.03.1993 Repair ‘BOGIE SPRING’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRANCH PIPE’.
20.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1994 Repair ‘BRAKE LEVER’.
31.01.1994 Repair ‘BRAKE PULL ROD’.
31.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

18.04.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 914

Details: wagon ‘AOKF 914 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 02.10.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 22.02.1996
Due Triple Valve: 01.09.1991
Last Triple Valve: 21.04.1993
Last Brake Cylinder: 07.02.1991
Last Single Car Test: 21.04.1993
Last Lift: 28.01.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘YOKE CARRIER’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRAKE CONTROL PIPE’.
05.02.1991 Repair ‘BRANCH PIPE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘END SHEETING’.
05.02.1991 Repair ‘FLOOR SHEETING’.
05.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1991 Repair ‘SIDE SHEET’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BRANCH PIPE’.
06.02.1991 Repair ‘FLOOR SHEETING’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.01.1992 Repair ‘HANDRAILS END’.
16.01.1992 Repair ‘STEP’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE PULL ROD’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1992 Repair ‘END SHEETING’.
02.07.1992 Repair ‘FLOOR COMPLETE’.
02.07.1992 Repair ‘SIDE SHEET’.
02.07.1992 Repair ‘TRAIN PIPE (END)’.
02.07.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘BOGIE SPRING’.
05.02.1993 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘COUPLER COMPLETE’.
05.02.1993 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Repair ‘YOKE CARRIER’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.04.1993 Repair ‘FLOOR SUPPORT’.
16.04.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

06.05.1994 Repair ‘END COMPLETE’.
06.05.1994 Repair ‘FLOOR COMPLETE’.
06.05.1994 Repair ‘SIDE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
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19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 915

Details: wagon ‘AOKF 915 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.09.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 09.11.1995
Last Triple Valve: 29.05.1989
Last Brake Cylinder: 22.03.1991
Last Single Car Test: 08.12.1993
Last Lift: 12.02.1981

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
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IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.01.1990 Repair ‘STEP’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.01.1990 Repair ‘DRAFT GEAR POCKET’.
24.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1990 Repair ‘END BRAKE COCK’.
24.01.1990 Repair ‘HANDBRAKE HANDLE’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Repair ‘YOKE COMPLETE’.
24.01.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE LEVER’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘YOKE CARRIER’.
16.03.1990 Repair ‘YOKE COMPLETE’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1990 Repair ‘WEAR PLATES & SADDLES’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE CONTROL PIPE’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘BRANCH PIPE’.
19.03.1991 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
19.03.1991 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
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12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Repair ‘SIDE BEARER’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Repair ‘STEP’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘SIDE BEARER’.
10.03.1992 Repair ‘STEP’.
10.03.1992 Repair ‘TOP CENTRE PLATE’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BOGIE COMPLETE’.
18.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.06.1992 Repair ‘FLOOR SHEETING’.
18.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1992 Repair ‘STEP’.
18.06.1992 Repair ‘WHEEL SET’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BODY COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘END BRAKE COCK’.
17.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1992 Repair ‘TRAIN PIPE’.
17.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE LEVER’.
05.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1993 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BOLSTER’.
26.02.1993 Repair ‘BOGIE SPRING’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Repair ‘BOGIE SPRING’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE PULL ROD’.
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20.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1993 Repair ‘TRAIN PIPE (END)’.
20.08.1993 Repair ‘TRAIN PIPE’.
20.08.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Repair ‘YOKE COMPLETE’.
20.08.1993 Repair ‘YOKE FOLLOWER’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘BRAKE LEVER’.
07.12.1993 Repair ‘BRAKE PULL ROD’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Repair ‘WHEEL SET’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 919

Details: wagon ‘AOKF 919 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 183
Date Built: 26.11.1952
Operating System: AN
Intended Use: COAL
Remarks: EX AQFF
BSG Code: FSOE

Capacity of 50.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 01.07.1996
Due Triple Valve: 18.12.1991
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 18.12.1990
Last Lift: 04.01.1983
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED. (AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 919 W’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BEARINGS’.
12.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 919 W’
05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING

‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

07.11.1995 Repair ‘VEHICLE RECLASSIFY’.
07.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 919 W’
03.05.1996 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM05)’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 920

Details: wagon ‘AOKF 920 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.09.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 28.03.1996
Last Triple Valve: 25.10.1993
Last Brake Cylinder: 09.03.1993
Last Single Car Test: 18.01.1994
Last Lift: 31.05.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE BEARERS’.
17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘TOP CENTRE PLATE’.
17.08.1990 Repair ‘WEAR PLATES & SADDLES’.
06.09.1990 Repair ‘BRAKE PULL ROD’.
06.09.1990 Repair ‘COUPLER COMPLETE’.
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20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘SIDE BEARER’.
20.12.1990 Repair ‘STEP’.
20.12.1990 Repair ‘WHEEL SET’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE LEVER’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘HANDRAILS END’.
20.08.1992 Repair ‘STEP’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘BRAKE CONTROL PIPE’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Repair ‘WHEEL SET’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BEARINGS’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘BRANCH PIPE’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘STEP’.
14.04.1993 Repair ‘TOP CENTRE PLATE’.
14.04.1993 Repair ‘TRAIN PIPE (END)’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
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18.01.1994 Repair ‘SIDE BEARER’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Repair ‘WEAR PLATES & SADDLES’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

21.02.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 921

Details: wagon ‘AOKF 921 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 21.11.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.01.1996
Last Triple Valve: 20.09.1988
Last Brake Cylinder: 16.03.1988
Last Single Car Test: 24.06.1993
Last Lift: 28.02.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

22.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1990 Repair ‘STEP’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRAKE PULL ROD’.
09.05.1990 Repair ‘BRANCH PIPE’.
09.05.1990 Repair ‘STEP’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘STEP’.
15.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘STEP’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
08.10.1991 Repair ‘STEP’.
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BOGIE COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1991 Repair ‘WEAR PLATES & SADDLES’.
29.10.1991 Repair ‘YOKE COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘STEP’.
14.01.1992 Repair ‘TRAIN PIPE (END)’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
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11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BEARERS’.
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BOGIE SPRING’.
11.06.1992 Repair ‘BRAKE BLOCK RB95’.
11.06.1992 Repair ‘SIDE BEARER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘BRANCH PIPE’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.02.1993 Repair ‘DRAFT GEAR POCKET’.
08.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1993 Repair ‘STEP’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Repair ‘YOKE CARRIER’.
08.02.1993 Repair ‘YOKE COMPLETE’.
08.02.1993 Repair ‘YOKE PIN’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BRAKE PULL ROD’.
24.06.1993 Repair ‘SIDE BEARER’.
24.06.1993 Repair ‘TOP CENTRE PLATE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 934

Details: wagon ‘AOKF 934 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 29.09.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 21.05.1996
Last Triple Valve: 03.02.1988
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 02.08.1993
Last Lift: 02.12.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER COMPLETE’.
05.07.1989 Repair ‘DRAFT GEAR POCKET’.
05.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘STEP’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Repair ‘YOKE CARRIER’.
05.07.1989 Repair ‘YOKE PIN’.
05.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
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03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE SPRING’.
27.03.1990 Repair ‘BRAKE PULL ROD’.
27.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘END SHEETING’.
27.03.1990 Repair ‘SIDE BEARER’.
27.03.1990 Repair ‘STEP’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘BRANCH PIPE’.
24.04.1990 Repair ‘END SHEETING’.
24.04.1990 Repair ‘FLOOR SHEETING’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘TRAIN PIPE (END)’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE SPRING’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘BRAKE PULL ROD’.
01.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.06.1990 Repair ‘SIDE BEARER’.
01.06.1990 Repair ‘STEP’.
01.06.1990 Repair ‘TOP CENTRE PLATE’.
01.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE PULL ROD’.
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.06.1990 Repair ‘END HOSE’.
28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Repair ‘YOKE COMPLETE’.
15.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1991 Repair ‘DOOR OPENING MECHANISM’.
15.01.1991 Repair ‘END SHEETING’.
15.01.1991 Repair ‘FLOOR SHEETING’.
15.01.1991 Repair ‘SIDE SHEET’.
15.01.1991 Repair ‘WEAR PLATES & SADDLES’.
18.01.1991 Repair ‘BODY COMPLETE’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
29.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1991 Repair ‘BOGIE COMPLETE’.
29.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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29.03.1991 Repair ‘SIDE BEARER’.
29.03.1991 Repair ‘STEP’.
29.03.1991 Repair ‘TRAIN PIPE (END)’.
29.03.1991 Repair ‘TRAIN PIPE’.
29.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BRANCH PIPE’.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Repair ‘STEP’.
23.07.1991 Repair ‘TOP CENTRE PLATE’.
23.07.1991 Repair ‘YOKE COMPLETE’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘COUPLER KNUCKLE’.
09.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1992 Repair ‘END SHEETING’.
09.03.1992 Repair ‘SIDE BEARER’.
09.03.1992 Repair ‘SIDE SHEET’.
09.03.1992 Repair ‘TOP CENTRE PLATE’.
09.03.1992 Repair ‘YOKE COMPLETE’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1992 Repair ‘HANDRAILS END’.
30.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘COUPLER COMPLETE’.
28.05.1992 Repair ‘DRAFT GEAR POCKET’.
28.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘YOKE COMPLETE’.
28.05.1992 Repair ‘YOKE FOLLOWER’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘BRAKE BLOCK RB95’.
25.08.1992 Repair ‘BRAKE PULL ROD’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1992 Repair ‘YOKE FOLLOWER’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Repair ‘TOP CENTRE PLATE’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘BRAKE LEVER’.
29.03.1993 Repair ‘BRANCH PIPE’.
29.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1993 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE BLOCK RB95’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘BRANCH PIPE’.
28.07.1993 Repair ‘UNDERFRAME COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

06.04.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
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09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 935

Details: wagon ‘AOKF 935 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 18.09.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.08.1996
Last Triple Valve: 29.06.1988
Last Brake Cylinder: 01.06.1993
Last Single Car Test: 10.01.1994
Last Lift: 24.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.
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21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE PULL ROD’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘YOKE CARRIER’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.05.1990 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘STEP’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Repair ‘YOKE PIN’.
21.02.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘BRAKE PULL ROD’.
26.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.05.1992 Repair ‘HANDRAILS END’.
26.05.1992 Repair ‘SIDE BEARER’.
26.05.1992 Repair ‘STEP’.
26.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1992 Repair ‘WHEEL SET’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE LEVER’.
18.06.1992 Repair ‘COUPLER COMPLETE’.
18.06.1992 Repair ‘STEP’.
18.06.1992 Repair ‘TRAIN PIPE’.
18.06.1992 Repair ‘VEHICLE COMPLETE’.
18.06.1992 Repair ‘WHEEL SET’.
18.06.1992 Repair ‘WHEEL SET’.
28.10.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘TOP CENTRE PLATE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BODY COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE PULL ROD’.
31.05.1993 Repair ‘DRAFT GEAR POCKET’.
31.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1993 Repair ‘TRAIN PIPE (END)’.
31.05.1993 Repair ‘YOKE CARRIER’.
31.05.1993 Repair ‘YOKE COMPLETE’.
31.05.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘END HOSE’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BEARINGS’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘COUPLER COMPLETE’.
10.01.1994 Repair ‘COUPLER KNUCKLE’.
10.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1994 Repair ‘TRAIN PIPE’.
10.01.1994 Repair ‘UNDERFRAME COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS FIRST PROGRAM (SAPM01)’.

11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM02)’.

06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM03)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM05)’.

16.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 936

Details: wagon ‘AOKF 936 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 18.09.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 06.10.1995
Last Triple Valve: 15.09.1989
Last Single Car Test: 26.11.1993
Last Lift: 15.10.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARERS’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.09.1989 Repair ‘STEP’.
15.09.1989 Repair ‘YOKE PIN’.
15.09.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
20.10.1989 Repair ‘STEP’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRAKE LEVER’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
19.03.1990 Repair ‘ISOLATING COCK’.
19.03.1990 Repair ‘SIDE BEARER’.
19.03.1990 Repair ‘TRAIN PIPE (END)’.
19.03.1990 Repair ‘YOKE COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘STEP’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘FLOOR BOARDS’.
17.08.1990 Repair ‘SIDE SHEET’.
17.08.1990 Repair ‘TRAIN PIPE (END)’.
22.01.1991 Repair ‘FLOOR SHEETING’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘END SHEETING’.
11.02.1991 Repair ‘FLOOR SHEETING’.
11.02.1991 Repair ‘SIDE BEARER’.
11.02.1991 Repair ‘SIDE MEMBER’.
11.02.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE CONTROL PIPE’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.08.1991 Repair ‘STEP’.
22.08.1991 Repair ‘YOKE COMPLETE’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1991 Repair ‘FLOOR SHEETING’.
03.09.1991 Repair ‘HANDRAILS END’.
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31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘COUPLER COMPLETE’.
31.10.1991 Repair ‘COUPLER KNUCKLE’.
31.10.1991 Repair ‘SIDE BEARER’.
31.10.1991 Repair ‘STEP’.
31.10.1991 Repair ‘TOP CENTRE PLATE’.
31.10.1991 Repair ‘TRAIN PIPE (END)’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1992 Repair ‘END SHEETING’.
21.02.1992 Repair ‘SIDE SHEET’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BRAKE LEVER’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Repair ‘TRAIN PIPE (END)’.
10.04.1992 Repair ‘YOKE COMPLETE’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘BODY COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘BRAKE PULL ROD’.
17.07.1992 Repair ‘BRANCH PIPE’.
17.07.1992 Repair ‘EMPTY LOAD VALVE’.
17.07.1992 Repair ‘SIDE BEARER’.
17.07.1992 Repair ‘TRAIN PIPE’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BRAKE CONTROL PIPE’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘WHEEL SET’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE CONTROL PIPE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BRAKE LEVER’.
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15.09.1993 Repair ‘BRANCH PIPE’.
15.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1993 Repair ‘HANDRAILS END’.
15.09.1993 Repair ‘ISOLATING COCK’.
15.09.1993 Repair ‘SIDE BEARER’.
15.09.1993 Repair ‘UNDERFRAME COMPLETE’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘WHEEL SET’.
15.09.1993 Repair ‘YOKE CARRIER’.
29.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 939

Details: wagon ‘AOKF 939 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 01.10.1952
Operating System: AN
Intended Use: COAL
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Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Last Brake Cylinder: 09.12.1993
Last Single Car Test: 09.12.1993
Last Lift: 29.09.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BEARERS’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE PULL ROD’.
25.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
25.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.03.1990 Repair ‘BOGIE SPRING’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Repair ‘TOP CENTRE PLATE’.
21.02.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘STEP’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1992 Repair ‘BOGIE COMPLETE’.
26.08.1992 Repair ‘BRAKE BLOCK RB95’.
26.08.1992 Repair ‘BRAKE PULL ROD’.
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26.08.1992 Repair ‘COUPLER COMPLETE’.
26.08.1992 Repair ‘HANDRAILS END’.
26.08.1992 Repair ‘STEP’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.03.1993 Repair ‘DRAFT GEAR POCKET’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1993 Repair ‘WEAR PLATES & SADDLES’.
12.03.1993 Repair ‘YOKE CARRIER’.
12.03.1993 Repair ‘YOKE COMPLETE’.
12.03.1993 Repair ‘YOKE PIN’.
12.03.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE CONTROL PIPE’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘BRANCH PIPE’.
08.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1993 Repair ‘DRAFT GEAR POCKET’.
08.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘FLOOR SHEETING’.
08.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1993 Repair ‘SIDE BEARER’.
08.12.1993 Repair ‘UNDERFRAME COMPLETE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘YOKE PIN’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

27.04.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS (SAPM02)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 940

Details: wagon ‘AOKF 940 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 01.10.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 17.07.1996
Last Triple Valve: 11.02.1994
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 11.02.1994
Last Lift: 12.10.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BRAKE PULL ROD’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘DRAFT GEAR POCKET’.
30.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1989 Repair ‘SIDE BEARER’.
30.09.1989 Repair ‘STEP’.
30.09.1989 Repair ‘YOKE COMPLETE’.
30.09.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
06.02.1990 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘HOSE FITTINGS’.
06.02.1990 Repair ‘NYLON HOSE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE SPRING’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘HANDRAILS END’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BRAKE LEVER’.
12.05.1992 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘HANDRAILS END’.
12.05.1992 Repair ‘YOKE COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘BRAKE PULL ROD’.
14.08.1992 Repair ‘COUPLER COMPLETE’.
14.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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14.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘SIDE BEARER’.
14.08.1992 Repair ‘STEP’.
14.08.1992 Repair ‘YOKE CARRIER’.
14.08.1992 Repair ‘YOKE PIN’.
14.08.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘BRAKE LEVER’.
05.04.1993 Repair ‘BRANCH PIPE’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Repair ‘WHEEL SET’.
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.02.1994 Repair ‘TRAIN PIPE (END)’.
11.02.1994 Repair ‘UNDERFRAME COMPLETE’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

26.04.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM05)’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 944

Details: wagon ‘AOKF 944 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.08.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 22.02.1996
Due Triple Valve: 10.12.1997
Last Triple Valve: 10.12.1992
Last Brake Cylinder: 12.05.1993
Last Single Car Test: 10.02.1994
Last Lift: 10.12.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘STEP’.
20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1989 Repair ‘STEP’.
07.01.1990 Repair ‘SIDE STEP’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
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23.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.01.1990 Repair ‘DRAFT GEAR POCKET’.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.01.1990 Repair ‘STEP’.
23.01.1990 Repair ‘TRAIN PIPE’.
23.01.1990 Repair ‘WHEEL SET’.
23.01.1990 Repair ‘YOKE CARRIER’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE COMPLETE’.
12.02.1990 Repair ‘BRAKE PULL ROD’.
12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

22.06.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘STEP’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1992 Repair ‘BRAKE BLOCK RB95’.
27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.11.1992 Repair ‘HANDRAILS END’.
27.11.1992 Repair ‘STEP’.
27.11.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.05.1993 Repair ‘STRIKING CASTING’.
05.05.1993 Repair ‘TRAIN PIPE’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
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09.09.1993 Repair ‘COUPLER COMPLETE’.
09.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.09.1993 Repair ‘DRAFT GEAR POCKET’.
09.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.09.1993 Repair ‘SIDE BEARER’.
09.09.1993 Repair ‘STEP’.
09.09.1993 Repair ‘UNDERFRAME COMPLETE’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Repair ‘YOKE CARRIER’.
09.09.1993 Repair ‘YOKE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BEARERS’.
10.02.1994 Repair ‘BRAKE PULL ROD’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘YOKE PIN’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

26.09.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 945

Details: wagon ‘AOKF 945 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 21.09.1955
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Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.11.1995
Due Triple Valve: 10.05.1994
Last Triple Valve: 01.03.1988
Last Brake Cylinder: 10.05.1993
Last Single Car Test: 10.05.1993
Last Lift: 05.07.1982
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED. (AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

14.01.1988 Alteration complete ‘RECLASSIFY AQFY TO AQFF - RS4231 (RS3010)’. New
class: ‘AQFF’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 945 K’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 945 K’
09.03.1990 Repair ‘DOOR LOCK MECHANISM’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 945 K’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1990 Repair ‘VEHICLE STENCILS’.
19.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 945 K’
13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 945 K’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘CENTRE SILL’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQFF 945 K’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARINGS’.
14.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 945 K’
01.02.1991 Repair ‘LASHING POINT’.
01.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 945 K’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘END FRAME MEMBER’.
09.05.1991 Repair ‘VEHICLE STENCILS’.
09.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 945 K’
24.06.1991 Repair ‘DOOR LOCK MECHANISM’.
24.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 945 K’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘VEHICLE STENCILS’.
09.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 945 K’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1993 Repair ‘VEHICLE STENCILS’.
04.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 945 K’
22.03.1994 Alteration complete ‘REMOVAL OF EXISTING STRENGTHENING PLATE

FROM UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A
LARGER AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING
‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

16.11.1995 Repair ‘CENTRE SILL’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE RECLASSIFY’.
16.11.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQFF 945 K’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 947

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
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EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER COMPLETE’.
16.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE PULL ROD’.
13.12.1989 Repair ‘TOP CENTRE PLATE’.
13.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1989 Repair ‘YOKE CARRIER’.
07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRANCH PIPE’.
07.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.08.1990 Repair ‘YOKE CARRIER’.
07.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRAKE CONTROL PIPE’.
02.01.1991 Repair ‘SIDE BEARER’.
02.01.1991 Repair ‘WEAR PLATES & SADDLES’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘BOGIE SPRING’.
11.02.1991 Repair ‘BRAKE PULL ROD’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRANCH PIPE’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘HANDRAILS END’.
27.08.1991 Repair ‘SIDE BEARER’.
27.08.1991 Repair ‘WEAR PLATES & SADDLES’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘BRAKE PULL ROD’.
17.08.1992 Repair ‘COUPLER COMPLETE’.
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17.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.08.1992 Repair ‘SIDE BEARER’.
17.08.1992 Repair ‘STEP’.
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE PULL ROD’.
03.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Repair ‘YOKE COMPLETE’.
03.04.1993 Repair ‘YOKE FOLLOWER’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Repair ‘BRAKE LEVER’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 949

Details: wagon ‘AOKF 949 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 21.11.1952
Operating System: AN
Intended Use: COAL
BSG Code: FSOE
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Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Due Triple Valve: 18.11.1989
Last Triple Valve: 08.06.1993
Last Brake Cylinder: 08.02.1993
Last Single Car Test: 10.08.1993
Last Lift: 26.08.1986

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

20.10.1989 Repair ‘YOKE CARRIER’.
15.03.1990 Repair ‘END HOSE’.
01.04.1990 Repair ‘AXLEBOX’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BEARERS’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘END COMPLETE’.
23.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1991 Repair ‘WHEEL SET’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BEARERS’.
01.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1993 Repair ‘BRAKE BLOCK RB95’.
04.02.1993 Repair ‘BRAKE PULL ROD’.
04.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘BRAKE CONTROL PIPE’.
07.06.1993 Repair ‘BRAKE LEVER’.
07.06.1993 Repair ‘BRANCH PIPE’.
07.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
07.06.1993 Repair ‘VEHICLE COMPLETE’.
07.06.1993 Repair ‘WHEEL SET’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRANCH PIPE’.
02.08.1993 Repair ‘TRAIN PIPE’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

03.08.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 955

Details: wagon ‘AOKF 955 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 14.09.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.02.1996
Due Triple Valve: 18.08.1994
Last Triple Valve: 03.09.1993
Last Brake Cylinder: 07.09.1990
Last Single Car Test: 09.12.1993

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘BOGIE SPRING’.
07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE SPRING’.
03.04.1990 Repair ‘BOGIE SPRING’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1990 Repair ‘TRAIN PIPE (END)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘WEAR PLATES & SADDLES’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1991 Repair ‘HANDRAILS END’.
27.08.1991 Repair ‘STEP’.
27.08.1991 Repair ‘YOKE FOLLOWER’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1992 Repair ‘STEP’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1993 Repair ‘BRAKE PULL ROD’.
20.01.1993 Repair ‘BRANCH PIPE’.
20.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1993 Repair ‘YOKE COMPLETE’.
20.01.1993 Repair ‘YOKE FOLLOWER’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BOGIE SPRING’.
13.08.1993 Repair ‘BRAKE PULL ROD’.
13.08.1993 Repair ‘BRANCH PIPE’.
13.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.08.1993 Repair ‘COUPLER COMPLETE’.
13.08.1993 Repair ‘DRAFT GEAR POCKET’.
13.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.08.1993 Repair ‘TRAIN PIPE (END)’.
13.08.1993 Repair ‘UNDERFRAME COMPLETE’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘YOKE PIN’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BRAKE LEVER’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1993 Repair ‘STEP’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1993 Repair ‘HANDBRAKE HANDLE’.
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09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE PULL ROD’.
09.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

12.05.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 956

Details: wagon ‘AOKF 956 P’ in AN ‘Mainland Division’.

Owner: Y
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 14.09.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE
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Capacity of 59 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.01.1996
Due Triple Valve: 11.08.1990
Last Triple Valve: 10.02.1989
Last Brake Cylinder: 05.01.1994
Last Single Car Test: 05.01.1994
Last Lift: 07.06.1983

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.08.1989 Repair ‘SIDE STEP’.
09.08.1989 Repair ‘STEP’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘BRAKE LEVER’.
01.10.1989 Repair ‘HANDBRAKE HANDLE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘COUPLER COMPLETE’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1990 Repair ‘STEP’.
10.01.1990 Repair ‘TOP CENTRE PLATE’.
10.01.1990 Repair ‘YOKE COMPLETE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.08.1991 Repair ‘BRAKE CONTROL PIPE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.08.1991 Repair ‘TRAIN PIPE (END)’.
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19.08.1991 Repair ‘WEAR PLATES & SADDLES’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BEARINGS’.
03.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1992 Repair ‘BOGIE SPRING’.
03.09.1992 Repair ‘BRAKE BLOCK RB95’.
03.09.1992 Repair ‘BRAKE PULL ROD’.
03.09.1992 Repair ‘COUPLER COMPLETE’.
03.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1992 Repair ‘STEP’.
03.09.1992 Repair ‘TRAIN PIPE’.
03.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1992 Repair ‘YOKE CARRIER’.
03.09.1992 Repair ‘YOKE COMPLETE’.
03.09.1992 Repair ‘YOKE FOLLOWER’.
03.09.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘COUPLER COMPLETE’.
18.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE LEVER’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
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11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM02)’.

31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 957

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘SIDE STEP’.
15.11.1989 Repair ‘TOP CENTRE PLATE’.
15.11.1989 Repair ‘TRAIN PIPE’.
15.11.1989 Repair ‘YOKE CARRIER’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1990 Repair ‘TRAIN PIPE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘SIDE SHEET’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘BRAKE PULL ROD’.
20.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.01.1992 Repair ‘STEP’.
20.01.1992 Repair ‘TRAIN PIPE (END)’.
20.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.06.1992 Repair ‘BOGIE COMPLETE’.
16.06.1992 Repair ‘WHEEL SET’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE PULL ROD’.
04.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘BOGIE SPRING’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘BRAKE LEVER’.
02.02.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BRAKE CONTROL PIPE’.
04.05.1993 Repair ‘BRAKE LEVER’.
04.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1993 Repair ‘FLOOR COMPLETE’.
04.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.05.1993 Repair ‘TRAIN PIPE’.
04.05.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1993 Repair ‘HANDBRAKE HANDLE’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 965

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
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IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘DRAFT GEAR POCKET’.
30.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1989 Repair ‘SIDE BEARER’.
30.09.1989 Repair ‘STEP’.
30.09.1989 Repair ‘TOP CENTRE PLATE’.
30.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Repair ‘STEP’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘STEP’.
07.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘CENTRE SILL’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘DRAFT GEAR POCKET’.
25.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.06.1991 Repair ‘END BRAKE COCK’.
25.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1991 Repair ‘STEP’.
25.06.1991 Repair ‘TRAIN PIPE (END)’.
25.06.1991 Repair ‘YOKE CARRIER’.
25.06.1991 Repair ‘YOKE COMPLETE’.
25.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
13.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1992 Repair ‘YOKE COMPLETE’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘BRAKE PULL ROD’.
05.05.1992 Repair ‘SIDE BEARER’.
05.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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06.08.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BRAKE PULL ROD’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Repair ‘WHEEL SET’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BRAKE LEVER’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.12.1993 Repair ‘END FRAME MEMBER’.
03.12.1993 Repair ‘HANDBRAKE HANDLE’.
03.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Repair ‘YOKE CARRIER’.
03.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 969

Details: wagon ‘AOKF 969 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 29.08.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.02.1996
Due Triple Valve: 03.11.1997
Last Triple Valve: 01.02.1994
Last Brake Cylinder: 03.06.1993
Last Single Car Test: 01.02.1994
Last Lift: 03.11.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1989 Repair ‘STEP’.
23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE SPRING’.
20.09.1989 Repair ‘BRAKE PULL ROD’.
20.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1989 Repair ‘SIDE BEARER’.
20.09.1989 Repair ‘STEP’.
20.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘BRAKE CONTROL PIPE’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘TRAIN PIPE (END)’.
11.05.1990 Repair ‘YOKE COMPLETE’.
14.08.1990 Repair ‘YOKE CARRIER’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘END FRAME MEMBER’.
19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘YOKE COMPLETE’.
19.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE PULL ROD’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘HANDRAILS END’.
02.10.1991 Repair ‘STEP’.
02.10.1991 Repair ‘YOKE CARRIER’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1992 Repair ‘SIDE BEARER’.
30.06.1992 Repair ‘TRAIN PIPE’.
30.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘AXLEBOX’.
30.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1992 Repair ‘VEHICLE COMPLETE’.
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30.07.1992 Repair ‘WHEEL SET’.
03.11.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Repair ‘WHEEL SET’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BRAKE LEVER’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘WHEEL SET’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.01.1994 Repair ‘COUPLER COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
28.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

07.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 973

Details: wagon ‘AOKF 973 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.11.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 15.04.1996
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 01.02.1994
Last Lift: 07.02.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1989 Repair ‘BRANCH PIPE’.
23.07.1989 Repair ‘TRAIN PIPE (END)’.
22.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1990 Repair ‘STEP’.
21.02.1990 Repair ‘TRAIN PIPE’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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21.02.1990 Repair ‘WEAR PLATES & SADDLES’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1990 Repair ‘SIDE BEARER’.
27.06.1990 Repair ‘TOP CENTRE PLATE’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Repair ‘YOKE CARRIER’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘TOP CENTRE PLATE’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BRAKE LEVER’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1991 Repair ‘SIDE BEARER’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
07.10.1991 Repair ‘STEP’.
11.08.1992 Repair ‘STEP’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE COMPLETE’.
03.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1992 Repair ‘SIDE BEARER’.
03.09.1992 Repair ‘TOP CENTRE PLATE’.
03.09.1992 Repair ‘TRAIN PIPE (END)’.
03.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BODY COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1993 Repair ‘YOKE COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE LEVER’.
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23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘SIDE BEARER’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘UNDERFRAME COMPLETE’.
19.10.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘WEAR PLATES & SADDLES’.
19.10.1993 Repair ‘WHEEL SET’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
28.01.1994 Repair ‘BRAKE PULL ROD’.
28.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
28.01.1994 Repair ‘HANDRAILS’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 974

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘BRANCH PIPE’.
01.10.1989 Repair ‘STEP’.
19.10.1989 Repair ‘BRAKE PULL ROD’.
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19.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.02.1990 Repair ‘BOGIE SPRING’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘BRAKE PULL ROD’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1990 Repair ‘END HOSE’.
16.08.1990 Repair ‘LASHING POINT’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘STEP’.
16.08.1990 Repair ‘WEAR PLATES & SADDLES’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE PULL ROD’.
01.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1991 Repair ‘TOP CENTRE PLATE’.
01.03.1991 Repair ‘TRAIN PIPE (END)’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE LEVER’.
21.06.1991 Repair ‘BRAKE PULL ROD’.
21.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘SIDE BEARER’.
21.06.1991 Repair ‘TOP CENTRE PLATE’.
21.06.1991 Repair ‘TRAIN PIPE (END)’.
21.06.1991 Repair ‘YOKE CARRIER’.
21.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BRAKE BLOCK RB95’.
28.01.1993 Repair ‘BRAKE LEVER’.
28.01.1993 Repair ‘COUPLER COMPLETE’.
28.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.01.1993 Repair ‘FLOOR COMPLETE’.
28.01.1993 Repair ‘HANDRAILS END’.
28.01.1993 Repair ‘SIDE BEARER’.
28.01.1993 Repair ‘STEP’.
28.01.1993 Repair ‘WEAR PLATES & SADDLES’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BRANCH PIPE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1993 Repair ‘TRAIN PIPE (END)’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.11.1993 Repair ‘WHEEL SET’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BODY COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE PULL ROD’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘COUPLER KNUCKLE’.
01.02.1994 Repair ‘DRAFT GEAR POCKET’.
01.02.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1994 Repair ‘SIDE BEARER’.
01.02.1994 Repair ‘TOP CENTRE PLATE’.
01.02.1994 Repair ‘UNDERFRAME COMPLETE’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘YOKE COMPLETE’.
01.02.1994 Repair ‘YOKE FOLLOWER’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 979

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRANCH PIPE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Repair ‘WEAR PLATES & SADDLES’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1990 Repair ‘STEP’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘CENTRE SILL’.
22.01.1991 Repair ‘COUPLER COMPLETE’.
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22.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.01.1991 Repair ‘COUPLER KNUCKLE’.
22.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1991 Repair ‘END SILL’.
22.01.1991 Repair ‘STEP’.
22.01.1991 Repair ‘STRIKING CASTING’.
22.01.1991 Repair ‘TRAIN PIPE (END)’.
22.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1991 Repair ‘WEAR PLATES & SADDLES’.
22.01.1991 Repair ‘YOKE CARRIER’.
22.01.1991 Repair ‘YOKE COMPLETE’.
22.01.1991 Repair ‘YOKE FOLLOWER’.
22.01.1991 Repair ‘YOKE PIN’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BRANCH PIPE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
15.09.1991 Repair ‘STEP’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1992 Repair ‘HANDRAILS END’.
12.02.1992 Repair ‘STEP’.
12.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘WHEEL SET’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1992 Repair ‘TRAIN PIPE’.
23.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BODY COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘BRANCH PIPE’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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19.03.1993 Repair ‘YOKE COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘UNDERFRAME COMPLETE’.
14.09.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘END HOSE’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 980

Details: wagon ‘AOKF 980 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 06.09.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 29.05.1996
Due Triple Valve: 21.11.1996
Last Triple Valve: 14.07.1992
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 19.10.1993
Last Lift: 17.03.1983
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04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

18.10.1989 Repair ‘STEP’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE PULL ROD’.
25.01.1990 Repair ‘BRANCH PIPE’.
25.01.1990 Repair ‘DRAFT GEAR POCKET’.
25.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.01.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRANCH PIPE’.
05.03.1990 Repair ‘SIDE BEARER’.
05.03.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE CONTROL PIPE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘BRAKE LEVER’.
08.05.1990 Repair ‘CARD OR CLIP HOLDER’.
08.05.1990 Repair ‘COUPLER COMPLETE’.
08.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.05.1990 Repair ‘DOOR COVERING’.
08.05.1990 Repair ‘DOOR FRAME’.
08.05.1990 Repair ‘LADDER’.
08.05.1990 Repair ‘STEP’.
08.05.1990 Repair ‘TOP CENTRE PLATE’.
08.05.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1990 Repair ‘YOKE COMPLETE’.
09.08.1990 Repair ‘STEP’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRAKE CONTROL PIPE’.
16.08.1990 Repair ‘BRAKE LEVER’.
16.08.1990 Repair ‘TRAIN PIPE (END)’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘WEAR PLATES & SADDLES’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.03.1991 Repair ‘SIDE BEARER’.
25.03.1991 Repair ‘TRANSOM’.
25.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE PULL ROD’.
02.07.1992 Repair ‘CENTRE SILL’.
02.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.07.1992 Repair ‘TOP CENTRE PLATE’.
02.07.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE PIN’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘SIDE BEARER’.
12.03.1993 Repair ‘TOP CENTRE PLATE’.
12.03.1993 Repair ‘YOKE COMPLETE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE LEVER’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘DRAFT GEAR POCKET’.
15.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1993 Repair ‘TRAIN PIPE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘YOKE COMPLETE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE PULL ROD’.
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13.10.1993 Repair ‘BRANCH PIPE’.
13.10.1993 Repair ‘SIDE BEARER’.
13.10.1993 Repair ‘UNDERFRAME COMPLETE’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration complete ‘REMOVAL OF EXISTING STRENGTHENING PLATE

FROM UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A
LARGER AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

29.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1994 Repair ‘COUPLER COMPLETE’.
29.09.1994 Repair ‘DRAFT GEAR POCKET’.
29.09.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1994 Repair ‘END HOSE’.
29.09.1994 Repair ‘FLOOR COMPLETE’.
29.09.1994 Repair ‘FLOOR SHEETING’.
29.09.1994 Repair ‘SIDE BEARER’.
29.09.1994 Repair ‘SIDE COMPLETE’.
29.09.1994 Repair ‘YOKE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 985

Details: wagon ‘AOKF 985 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 25.07.1955
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Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Due Triple Valve: 11.12.1996
Last Triple Valve: 13.07.1990
Last Brake Cylinder: 24.05.1993
Last Single Car Test: 15.11.1993
Last Lift: 13.05.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1990 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BEARERS’.
29.05.1991 Repair ‘BRAKE LEVER’.
29.05.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘BRANCH PIPE’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.05.1991 Repair ‘STEP’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.05.1992 Repair ‘BRAKE LEVER’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BODY COMPLETE’.
09.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1993 Repair ‘BRAKE BLOCK RB95’.
09.02.1993 Repair ‘BRAKE LEVER’.
09.02.1993 Repair ‘COUPLER COMPLETE’.
09.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.02.1993 Repair ‘TRAIN PIPE’.
09.02.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1993 Repair ‘WHEEL SET’.
09.02.1993 Repair ‘YOKE COMPLETE’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘BRAKE CONTROL PIPE’.
21.05.1993 Repair ‘BRAKE PULL ROD’.
21.05.1993 Repair ‘BRANCH PIPE’.
21.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
21.05.1993 Repair ‘VEHICLE COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1993 Repair ‘BRAKE PULL ROD’.
02.11.1993 Repair ‘DOOR COMPLETE’.
02.11.1993 Repair ‘SIDE BEARER’.
02.11.1993 Repair ‘UNDERFRAME COMPLETE’.
02.11.1993 Repair ‘VEHICLE COMPLETE’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

13.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
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11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM02)’.

06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM03)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 988

Details: wagon ‘AOKF 988 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 14.09.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 26.04.1996
Due Triple Valve: 14.11.1989
Last Brake Cylinder: 18.01.1994
Last Single Car Test: 18.01.1994
Last Lift: 18.10.1982

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE SPRING’.
09.04.1990 Repair ‘FLOOR SHEETING’.
09.04.1990 Repair ‘STEP’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRANCH PIPE’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘FLOOR COMPLETE’.
25.07.1990 Repair ‘SIDE BEARER’.
25.07.1990 Repair ‘SIDE SHEET’.
25.07.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘STEP’.
06.03.1991 Repair ‘YOKE COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘COUPLER KNUCKLE’.
31.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1991 Repair ‘HANDRAILS END’.
31.10.1991 Repair ‘STEP’.
31.10.1991 Repair ‘TOP CENTRE PLATE’.
31.10.1991 Repair ‘WEAR PLATES & SADDLES’.
31.10.1991 Repair ‘YOKE CARRIER’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘END COMPLETE’.
18.02.1992 Repair ‘HANDRAILS END’.
18.02.1992 Repair ‘SIDE SHEET’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
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26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘FLOOR SHEETING’.
26.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1992 Repair ‘VEHICLE COMPLETE’.
26.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1992 Repair ‘FLOOR SHEETING’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BEARINGS’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BRAKE BLOCK RB95’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘FLOOR COMPLETE’.
16.03.1993 Repair ‘SIDE BEARER’.
16.03.1993 Repair ‘SIDE COMPLETE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE BLOCK RB95’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘SIDE COMPLETE’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘END HOSE’.
13.08.1993 Repair ‘FLOOR SHEETING’.
13.08.1993 Repair ‘FLOOR SHEETING’.
13.08.1993 Repair ‘FLOOR SHEETING’.
13.08.1993 Repair ‘FLOOR SHEETING’.
13.08.1993 Repair ‘FLOOR SHEETING’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1993 Repair ‘UNDERFRAME COMPLETE’.
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19.10.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘WHEEL SET’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BEARINGS’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘BRAKE LEVER’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
18.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

09.09.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 989

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE SPRING’.
03.04.1990 Repair ‘BRAKE PULL ROD’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Repair ‘SIDE SHEET’.
30.08.1990 Repair ‘STEP’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.06.1991 Repair ‘END COMPLETE’.
04.06.1991 Repair ‘FLOOR COMPLETE’.
04.06.1991 Repair ‘FLOOR SHEETING’.
04.06.1991 Repair ‘SIDE COMPLETE’.
04.06.1991 Repair ‘SIDE SHEET’.
04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1991 Repair ‘YOKE COMPLETE’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘VEHICLE COMPLETE’.
13.06.1991 Repair ‘VEHICLE STENCILS’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1991 Repair ‘WEAR PLATES & SADDLES’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE PULL ROD’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1991 Repair ‘DRAFT GEAR POCKET’.
08.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.08.1991 Repair ‘STEP’.
08.08.1991 Repair ‘WEAR PLATES & SADDLES’.
08.08.1991 Repair ‘YOKE CARRIER’.
08.08.1991 Repair ‘YOKE COMPLETE’.
15.09.1991 Repair ‘STEP’.
23.01.1992 Repair ‘STEP’.
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BOGIE COMPLETE’.
16.02.1993 Repair ‘BRAKE BLOCK RB95’.
16.02.1993 Repair ‘BRAKE LEVER’.
16.02.1993 Repair ‘COUPLER COMPLETE’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.
16.02.1993 Repair ‘WHEEL SET’.
16.02.1993 Repair ‘YOKE COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BRAKE PULL ROD’.
24.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘BRAKE PULL ROD’.
09.12.1993 Repair ‘DRAFT GEAR POCKET’.
09.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.12.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘UNDERFRAME COMPLETE’.
09.12.1993 Repair ‘VEHICLE COMPLETE’.
09.12.1993 Repair ‘WHEEL SET’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 991

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Repair ‘BRANCH PIPE’.
09.04.1990 Repair ‘STEP’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BRAKE LEVER’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE SPRING’.
02.07.1991 Repair ‘BRANCH PIPE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘STEP’.
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15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Repair ‘SIDE BEARER’.
15.01.1992 Repair ‘TOP CENTRE PLATE’.
15.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘BRAKE LEVER’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1993 Repair ‘STEP’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1993 Repair ‘VEHICLE COMPLETE’.
02.09.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.07.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 992

Details: wagon ‘AOKF 992 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.11.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 30.05.1996
Due Triple Valve: 01.07.1988
Last Triple Valve: 16.03.1989
Last Brake Cylinder: 29.09.1989
Last Single Car Test: 05.11.1993
Last Lift: 20.10.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘STEP’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘TRAIN PIPE (END)’.
18.10.1989 Repair ‘STEP’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Repair ‘STEP’.
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30.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BEARERS’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘BRAKE PIN’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.06.1991 Repair ‘YOKE FOLLOWER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1991 Repair ‘HANDRAILS END’.
19.09.1991 Repair ‘SIDE BEARER’.
19.09.1991 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.01.1992 Repair ‘HANDRAILS END’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘BRAKE LEVER’.
05.01.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BOGIE COMPLETE’.
31.05.1993 Repair ‘BRAKE CONTROL PIPE’.
31.05.1993 Repair ‘BRAKE PULL ROD’.
31.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

2764



2.107. Wagon classification starting with ‘AOK’

31.05.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BRAKE PULL ROD’.
06.08.1993 Repair ‘COUPLER COMPLETE’.
06.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.08.1993 Repair ‘DRAFT GEAR POCKET’.
06.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1993 Repair ‘END HOSE’.
06.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1993 Repair ‘SIDE BEARER’.
06.08.1993 Repair ‘TOP CENTRE PLATE’.
06.08.1993 Repair ‘TRAIN PIPE (END)’.
06.08.1993 Repair ‘UNDERFRAME COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Repair ‘YOKE COMPLETE’.
06.08.1993 Repair ‘YOKE FOLLOWER’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE BLOCK RB95’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
26.10.1993 Repair ‘COUPLER KNUCKLE’.
26.10.1993 Repair ‘UNDERFRAME COMPLETE’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

02.11.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 994

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.08.1989 Repair ‘BOGIE SPRING’.
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARERS’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE COMPLETE’.
17.04.1990 Repair ‘BRAKE LEVER’.
17.04.1990 Repair ‘BRAKE PIN’.
17.04.1990 Repair ‘COUPLER COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1990 Repair ‘SIDE BEARER’.
17.04.1990 Repair ‘TOP CENTRE PLATE’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1990 Repair ‘YOKE COMPLETE’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1990 Repair ‘STEP’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘SIDE BEARER’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
17.12.1991 Repair ‘YOKE CARRIER’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE PULL ROD’.
22.07.1992 Repair ‘BRANCH PIPE’.
22.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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22.07.1992 Repair ‘HANDRAILS END’.
22.07.1992 Repair ‘SIDE BEARER’.
22.07.1992 Repair ‘STEP’.
22.07.1992 Repair ‘YOKE CARRIER’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE LEVER’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BRAKE LEVER’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘SIDE BEARER’.
09.07.1993 Repair ‘STEP’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Repair ‘WHEEL SET’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘TRAIN PIPE (END)’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 995

Details: wagon ‘AOKF 995 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.11.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.02.1996
Last Triple Valve: 20.09.1988
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 10.01.1994
Last Lift: 30.03.1984

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.03.1990 Repair ‘BRAKE CONTROL PIPE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘SIDE BEARER’.
12.03.1990 Repair ‘TRAIN PIPE (END)’.
01.04.1990 Repair ‘AXLEBOX’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COUPLER COMPLETE’.
17.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘STEP’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.03.1991 Repair ‘BRAKE CONTROL PIPE’.
25.03.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘BRAKE PULL ROD’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1991 Repair ‘HANDRAILS END’.
07.10.1991 Repair ‘STEP’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BRAKE CONTROL PIPE’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.03.1992 Repair ‘EMPTY LOAD VALVE’.
25.03.1992 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1992 Repair ‘YOKE CARRIER’.
25.03.1992 Repair ‘YOKE COMPLETE’.
25.03.1992 Repair ‘YOKE FOLLOWER’.
10.05.1992 Repair ‘WHEEL SET’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘BRAKE BLOCK RB95’.
02.06.1992 Repair ‘BRAKE LEVER’.
02.06.1992 Repair ‘BRANCH PIPE’.
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.06.1992 Repair ‘WHEEL SET’.
02.06.1992 Repair ‘YOKE COMPLETE’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘HANDBRAKE HANDLE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.03.1993 Repair ‘BODY COMPLETE’.
25.03.1993 Repair ‘BOGIE BEARINGS’.
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
25.03.1993 Repair ‘BRAKE PULL ROD’.
25.03.1993 Repair ‘BRANCH PIPE’.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘WHEEL SET’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1994 Repair ‘SIDE SHEET’.
10.01.1994 Repair ‘STRIKING CASTING’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 996

Details: wagon ‘AOKF 996 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 19.02.1954
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 04.07.1996
Due Triple Valve: 24.11.1997
Last Triple Valve: 13.04.1989
Last Single Car Test: 01.02.1994
Last Lift: 11.08.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘BOGIE SPRING’.
21.12.1989 Repair ‘BRAKE PULL ROD’.
21.12.1989 Repair ‘YOKE CARRIER’.
02.03.1990 Repair ‘HANDBRAKE HANDLE’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘SIDE BEARER’.
29.05.1990 Repair ‘SIDE SILL’.
29.05.1990 Repair ‘TOP CENTRE PLATE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘STEP’.
20.08.1990 Repair ‘YOKE CARRIER’.
20.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
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14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE BEARERS’.
14.09.1990 Repair ‘BOGIE COMPLETE’.
14.09.1990 Repair ‘BRAKE LEVER’.
14.09.1990 Repair ‘COUPLER COMPLETE’.
14.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1990 Repair ‘SIDE BEARER’.
14.09.1990 Repair ‘TRAIN PIPE’.
14.09.1990 Repair ‘YOKE COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘BRAKE PULL ROD’.
06.02.1991 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Repair ‘SIDE BEARER’.
03.09.1991 Repair ‘STEP’.
03.09.1991 Repair ‘TOP CENTRE PLATE’.
03.09.1991 Repair ‘WEAR PLATES & SADDLES’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘STEP’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘COUPLER COMPLETE’.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRAKE LEVER’.
26.06.1992 Repair ‘COUPLER COMPLETE’.
26.06.1992 Repair ‘TRAIN PIPE (END)’.
26.06.1992 Repair ‘WHEEL SET’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BRAKE PULL ROD’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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25.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1992 Repair ‘TRAIN PIPE (END)’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BODY COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1993 Repair ‘YOKE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘BRANCH PIPE’.
15.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1993 Repair ‘FLOOR SUPPORT’.
15.07.1993 Repair ‘TRAIN PIPE (END)’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘END COMPLETE’.
28.01.1994 Repair ‘SIDE BOARDS’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

25.08.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1000

Details: wagon ‘AOKF 1000 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 13.05.1958
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 29.04.1996
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 09.03.1993
Last Single Car Test: 02.08.1993
Last Lift: 18.05.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘BRAKE PULL ROD’.
22.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.03.1990 Repair ‘DRAFT GEAR POCKET’.
22.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.03.1990 Repair ‘SIDE BEARER’.
22.03.1990 Repair ‘STEP’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
22.03.1990 Repair ‘YOKE CARRIER’.
22.03.1990 Repair ‘YOKE COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.05.1990 Repair ‘FLOOR SHEETING’.
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03.05.1990 Repair ‘SIDE BEARER’.
03.05.1990 Repair ‘YOKE COMPLETE’.
14.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE PULL ROD’.
04.09.1991 Repair ‘SIDE BEARER’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Repair ‘WEAR PLATES & SADDLES’.
30.09.1991 Repair ‘STEP’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1992 Repair ‘EMPTY LOAD VALVE’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Repair ‘WHEEL SET’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BRAKE BLOCK RB95’.
01.04.1993 Repair ‘BRAKE LEVER’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
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30.07.1993 Repair ‘END HOSE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

05.08.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1002

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

02.05.1990 Repair ‘FLOOR SHEETING’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1990 Repair ‘YOKE CARRIER’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘BRAKE CONTROL PIPE’.
28.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1990 Repair ‘WEAR PLATES & SADDLES’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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23.04.1991 Repair ‘END SHEETING’.
23.04.1991 Repair ‘FLOOR SHEETING’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘SIDE SHEET’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘FLOOR COMPLETE’.
15.09.1991 Repair ‘STEP’.
07.10.1991 Repair ‘STEP’.
07.10.1991 Repair ‘YOKE CARRIER’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE SPRING’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BRAKE BLOCK RB95’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1992 Repair ‘SIDE BEARER’.
21.02.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘END SHEETING’.
10.04.1992 Repair ‘SIDE SHEET’.
10.04.1992 Repair ‘VEHICLE COMPLETE’.
10.05.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.08.1992 Repair ‘BOGIE BEARERS’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘TRAIN PIPE (END)’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE BLOCK RB95’.
03.11.1992 Repair ‘BRAKE CONTROL PIPE’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BEARERS’.
27.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1993 Repair ‘BRAKE PULL ROD’.
27.01.1993 Repair ‘SIDE BEARER’.
27.01.1993 Repair ‘VEHICLE RENUMBERED’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE SPRING’.
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22.06.1993 Repair ‘BOGIE SPRING’.
22.06.1993 Repair ‘BOGIE SPRING’.
22.06.1993 Repair ‘BOGIE SPRING’.
22.06.1993 Repair ‘VEHICLE COMPLETE’.
22.06.1993 Repair ‘WHEEL SET’.
18.08.1993 Repair ‘BOGIE SPRING’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1005

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1990 Repair ‘STEP’.
16.08.1990 Repair ‘TOP CENTRE PLATE’.
16.08.1990 Repair ‘YOKE CARRIER’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE SPRING’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.

2778



2.107. Wagon classification starting with ‘AOK’

28.02.1991 Repair ‘END BRAKE COCK’.
28.02.1991 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Repair ‘WEAR PLATES & SADDLES’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1991 Repair ‘STEP’.
24.04.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BRAKE PULL ROD’.
02.09.1991 Repair ‘HANDRAILS END’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Repair ‘YOKE FOLLOWER’.
02.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘BRAKE PIN’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘FLOOR SHEETING’.
10.12.1991 Repair ‘TRAIN PIPE (END)’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BRAKE PULL ROD’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.01.1992 Repair ‘YOKE CARRIER’.
29.01.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘BRAKE PULL ROD’.
01.05.1992 Repair ‘COUPLER COMPLETE’.
01.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.05.1992 Repair ‘YOKE COMPLETE’.
01.05.1992 Repair ‘YOKE FOLLOWER’.
01.05.1992 Repair ‘YOKE PIN’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘BRAKE PULL ROD’.
06.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Repair ‘YOKE COMPLETE’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
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07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘FLOOR SHEETING’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.02.1993 Repair ‘FLOOR SHEETING’.
02.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1993 Repair ‘VEHICLE COMPLETE’.
02.02.1993 Repair ‘YOKE CARRIER’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘BRAKE PULL ROD’.
27.04.1993 Repair ‘DRAFT GEAR POCKET’.
27.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.04.1993 Repair ‘STEP’.
27.04.1993 Repair ‘TRAIN PIPE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1006

Details: wagon ‘AOKF 1006 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 18.08.1954
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE
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Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.04.1996
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 07.07.1993
Last Single Car Test: 11.02.1994
Last Lift: 20.11.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BEARERS’.
20.10.1989 Repair ‘BRAKE PULL ROD’.
20.10.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.10.1989 Repair ‘DRAFT GEAR POCKET’.
20.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1989 Repair ‘YOKE CARRIER’.
20.10.1989 Repair ‘YOKE COMPLETE’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1990 Repair ‘SIDE BEARER’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘SIDE BEARER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE LEVER’.
23.07.1991 Repair ‘BRANCH PIPE’.
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Repair ‘STEP’.
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23.07.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1992 Repair ‘HANDRAILS END’.
11.03.1992 Repair ‘STEP’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BOLSTER’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘BRAKE PULL ROD’.
18.06.1992 Repair ‘COUPLER COMPLETE’.
18.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.06.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Repair ‘TRAIN PIPE (END)’.
18.06.1992 Repair ‘WHEEL SET’.
18.06.1992 Repair ‘YOKE COMPLETE’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘BRAKE PULL ROD’.
25.08.1992 Repair ‘BRANCH PIPE’.
25.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1992 Repair ‘TRAIN PIPE (END)’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE LEVER’.
10.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.07.1993 Repair ‘BRANCH PIPE’.
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06.07.1993 Repair ‘COUPLER COMPLETE’.
06.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1993 Repair ‘END HOSE’.
06.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
06.07.1993 Repair ‘TRAIN PIPE’.
06.07.1993 Repair ‘YOKE COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE LEVER’.
22.09.1993 Repair ‘STEP’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘AXLEBOX’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘COUPLER KNUCKLE’.
11.02.1994 Repair ‘END BRAKE COCK’.
11.02.1994 Repair ‘TRAIN PIPE (END)’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM02)’.

22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1007

Details: wagon ‘AOKF 1007 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.11.1952
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.06.1996
Due Triple Valve: 05.11.1994
Last Triple Valve: 10.11.1989
Last Brake Cylinder: 05.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 30.11.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1989 Repair ‘WEAR PLATES & SADDLES’.
10.11.1989 Repair ‘YOKE COMPLETE’.
10.11.1989 Repair ‘YOKE PIN’.
10.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
07.01.1990 Repair ‘STEP’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘SIDE BEARER’.
22.01.1990 Repair ‘TRAIN PIPE (END)’.
22.01.1990 Repair ‘WHEEL SET’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
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28.08.1990 Repair ‘COUPLER COMPLETE’.
28.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.08.1990 Repair ‘YOKE PIN’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BOGIE WEAR PLATES’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BEARERS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE LEVER’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1991 Repair ‘SIDE BEARER’.
06.05.1991 Repair ‘TOP CENTRE PLATE’.
06.05.1991 Repair ‘WEAR PLATES & SADDLES’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE BEARERS’.
04.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘STEP’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE SPRING’.
22.08.1991 Repair ‘SIDE BEARER’.
22.08.1991 Repair ‘STEP’.
22.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.09.1991 Repair ‘STEP’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE SPRING’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1991 Repair ‘STEP’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE PULL ROD’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1992 Repair ‘DOOR COMPLETE’.
16.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1992 Repair ‘YOKE CARRIER’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘VEHICLE COMPLETE’.
25.05.1992 Repair ‘WHEEL SET’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘BRANCH PIPE’.
30.06.1992 Repair ‘SIDE BEARER’.
30.06.1992 Repair ‘TRAIN PIPE (END)’.
30.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1992 Repair ‘YOKE CARRIER’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE PULL ROD’.
29.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1992 Repair ‘DRAFT GEAR POCKET’.
29.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1992 Repair ‘SIDE BEARER’.
29.07.1992 Repair ‘STEP’.
29.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1992 Repair ‘YOKE CARRIER’.
29.07.1992 Repair ‘YOKE COMPLETE’.
29.07.1992 Repair ‘YOKE FOLLOWER’.
29.07.1992 Repair ‘YOKE PIN’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘BRANCH PIPE’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘TRAIN PIPE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
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07.04.1993 Repair ‘YOKE CARRIER’.
07.04.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘TOP CENTRE PLATE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

13.09.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1008

Details: wagon ‘AOKF 1008 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 19.11.1953
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Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.07.1996
Last Triple Valve: 13.02.1989
Last Single Car Test: 26.11.1993
Last Lift: 11.04.1984

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘BRAKE PULL ROD’.
05.07.1991 Repair ‘COUPLER COMPLETE’.
05.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘SIDE BEARER’.
05.07.1991 Repair ‘TOP CENTRE PLATE’.
05.07.1991 Repair ‘TRAIN PIPE (END)’.
05.07.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2788



2.107. Wagon classification starting with ‘AOK’

05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘SIDE BEARER’.
05.08.1991 Repair ‘TRAIN PIPE (END)’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘BRAKE PULL ROD’.
05.09.1991 Repair ‘DRAFT GEAR POCKET’.
05.09.1991 Repair ‘HANDRAILS END’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘CENTRE SILL’.
26.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1992 Repair ‘DRAFT GEAR POCKET’.
26.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1992 Repair ‘STEP’.
26.03.1992 Repair ‘STRIKING CASTING’.
26.03.1992 Repair ‘TRAIN PIPE (END)’.
26.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1992 Repair ‘VEHICLE COMPLETE’.
26.03.1992 Repair ‘YOKE CARRIER’.
26.03.1992 Repair ‘YOKE COMPLETE’.
26.03.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.05.1992 Repair ‘WHEEL SET’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘BRAKE LEVER’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.05.1992 Repair ‘STEP’.
25.05.1992 Repair ‘YOKE COMPLETE’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARINGS’.
30.07.1992 Repair ‘BRAKE BLOCK RB95’.
30.07.1992 Repair ‘BRAKE PULL ROD’.
30.07.1992 Repair ‘COUPLER COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1992 Repair ‘TRAIN PIPE (END)’.
30.07.1992 Repair ‘YOKE CARRIER’.
30.07.1992 Repair ‘YOKE COMPLETE’.
30.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE LEVER’.
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18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘TRAIN PIPE (END)’.
15.09.1993 Repair ‘UNDERFRAME COMPLETE’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘WHEEL SET’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘HANDBRAKE HANDLE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

31.08.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1009

Details: wagon ‘AOKF 1009 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 19.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 24.10.1995
Last Triple Valve: 07.03.1990
Last Brake Cylinder: 16.03.1988
Last Single Car Test: 16.09.1993
Last Lift: 27.07.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1989 Repair ‘YOKE CARRIER’.
07.01.1990 Repair ‘BRAKE BLOCK RB95’.
07.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE PULL ROD’.
05.03.1990 Repair ‘BRANCH PIPE’.
05.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1990 Repair ‘EMPTY LOAD VALVE’.
05.03.1990 Repair ‘TRAIN PIPE’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1991 Repair ‘COUPLER COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.01.1991 Repair ‘TOP CENTRE PLATE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘STEP’.
11.06.1992 Repair ‘BRAKE SPRING’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

26.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1013

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
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BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY

EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRAKE PULL ROD’.
10.05.1990 Repair ‘BRANCH PIPE’.
10.05.1990 Repair ‘STEP’.
10.05.1990 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘SIDE BEARER’.
06.07.1990 Repair ‘STRIKING CASTING’.
06.07.1990 Repair ‘TRAIN PIPE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BEARERS’.
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘BRAKE PULL ROD’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘SIDE BEARER’.
25.09.1990 Repair ‘TOP CENTRE PLATE’.
25.09.1990 Repair ‘YOKE COMPLETE’.
21.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.04.1991 Repair ‘AXLEBOX’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘BRAKE CONTROL PIPE’.
03.04.1991 Repair ‘BRAKE LEVER’.
03.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.04.1991 Repair ‘EMPTY LOAD VALVE’.
03.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
03.04.1991 Repair ‘RELAY VALVE’.
18.04.1991 Alteration complete ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3

‘AQSY’, 3 ‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’
CENTRE PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BEARERS’.
12.06.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘COUPLER COMPLETE’.
12.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.06.1991 Repair ‘STEP’.
12.06.1991 Repair ‘TOP CENTRE PLATE’.
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12.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1991 Repair ‘WEAR PLATES & SADDLES’.
12.06.1991 Repair ‘YOKE COMPLETE’.
12.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
15.09.1991 Repair ‘STEP’.
07.10.1991 Repair ‘DRAFT GEAR POCKET’.
07.10.1991 Repair ‘STEP’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Repair ‘BRAKE PULL ROD’.
13.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1992 Repair ‘STEP’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BODY COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.06.1992 Repair ‘BRAKE SPRING’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRAKE LEVER’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1992 Repair ‘YOKE COMPLETE’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘BRAKE LEVER’.
19.01.1993 Repair ‘BRANCH PIPE’.
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1993 Repair ‘COUPLER COMPLETE’.
16.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘BRAKE LEVER’.
01.02.1994 Repair ‘COUPLER KNUCKLE’.
01.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
01.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
01.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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01.02.1994 Repair ‘STRIKING CASTING’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1016

Details: wagon ‘AOKF 1016 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 08.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 25.05.1996
Last Triple Valve: 01.02.1994
Last Brake Cylinder: 01.02.1994
Last Single Car Test: 01.02.1994
Last Lift: 02.05.1986

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘SIDE BEARER’.
16.01.1990 Repair ‘TOP CENTRE PLATE’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘COUPLER COMPLETE’.
09.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1990 Repair ‘END BRAKE COCK’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.12.1991 Repair ‘HANDRAILS END’.
18.12.1991 Repair ‘SIDE BEARER’.
18.12.1991 Repair ‘STEP’.
18.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BODY COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRAKE PULL ROD’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
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13.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.08.1992 Repair ‘STEP’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE LEVER’.
21.08.1992 Repair ‘STEP’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BODY COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘COUPLER COMPLETE’.
25.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1994 Repair ‘BRAKE LEVER’.
31.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

12.12.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 1017

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRANCH PIPE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘DRAFT GEAR POCKET’.
24.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1990 Repair ‘STEP’.
24.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1990 Repair ‘YOKE CARRIER’.
24.01.1990 Repair ‘YOKE FOLLOWER’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE PULL ROD’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘BRAKE PULL ROD’.
24.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘SIDE BEARER’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRAKE BLOCK RB95’.
13.08.1991 Repair ‘STEP’.
13.08.1991 Repair ‘TRAIN PIPE (END)’.
13.08.1991 Repair ‘TRAIN PIPE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘END BRAKE COCK’.
15.09.1991 Repair ‘STEP’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘BRAKE LEVER’.
28.01.1993 Repair ‘HANDRAILS END’.
28.01.1993 Repair ‘STEP’.
28.01.1993 Repair ‘WHEEL SET’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘TOP CENTRE PLATE’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1993 Repair ‘FLOOR SHEETING’.
06.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Repair ‘YOKE CARRIER’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘BRAKE PULL ROD’.
10.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1993 Repair ‘SIDE BEARER’.
10.08.1993 Repair ‘TRAIN PIPE (END)’.
10.08.1993 Repair ‘UNDERFRAME COMPLETE’.
10.08.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1993 Repair ‘BRAKE LEVER’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BEARINGS’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘TRAIN PIPE (END)’.
20.01.1994 Repair ‘UNDERFRAME COMPLETE’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
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AOKF 1018

Details: wagon ‘AOKF 1018 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 27.06.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 29.06.1996
Last Triple Valve: 15.09.1989
Last Brake Cylinder: 05.01.1994
Last Single Car Test: 05.01.1994
Last Lift: 26.03.1980

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1989 Repair ‘END HOSE’.
23.07.1989 Repair ‘YOKE CARRIER’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘WEAR PLATES & SADDLES’.
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07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘TRAIN PIPE’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1990 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Repair ‘BRANCH PIPE’.
20.05.1992 Repair ‘HANDRAILS END’.
20.05.1992 Repair ‘SIDE BEARER’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘BRANCH PIPE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BODY COMPLETE’.
25.02.1993 Repair ‘BRAKE BLOCK RB95’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘COUPLER COMPLETE’.
25.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.02.1993 Repair ‘YOKE COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BRAKE PULL ROD’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.07.1993 Repair ‘SIDE BEARER’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
05.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Repair ‘TRAIN PIPE (END)’.
05.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1019

Details: wagon ‘AOKF 1019 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 05.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 01.08.1996
Last Triple Valve: 21.05.1991
Last Brake Cylinder: 26.09.1989
Last Single Car Test: 05.11.1993
Last Lift: 24.12.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BEARERS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.08.1989 Repair ‘COUPLER COMPLETE’.
09.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
09.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1989 Repair ‘SIDE BEARER’.
09.08.1989 Repair ‘STEP’.
09.08.1989 Repair ‘TRAIN PIPE’.
09.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1989 Repair ‘YOKE CARRIER’.
01.10.1989 Repair ‘BRAKE PULL ROD’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BRAKE PULL ROD’.
16.10.1989 Repair ‘TRAIN PIPE’.
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘STEP’.
06.03.1991 Repair ‘TOP CENTRE PLATE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘BRAKE LEVER’.
15.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘BRAKE BLOCK RB95’.
28.05.1991 Repair ‘BRAKE CONTROL PIPE’.
28.05.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
07.10.1991 Repair ‘STEP’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘BRAKE PULL ROD’.
17.03.1992 Repair ‘COUPLER COMPLETE’.
17.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.03.1992 Repair ‘DRAFT GEAR POCKET’.
17.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.03.1992 Repair ‘HANDRAILS END’.
17.03.1992 Repair ‘SIDE BEARER’.
17.03.1992 Repair ‘STEP’.
17.03.1992 Repair ‘TRAIN PIPE’.
17.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1992 Repair ‘YOKE CARRIER’.
17.03.1992 Repair ‘YOKE PIN’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE LEVER’.
03.11.1992 Repair ‘SIDE BEARER’.
03.11.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘BRAKE LEVER’.
04.02.1993 Repair ‘COUPLER COMPLETE’.
04.02.1993 Repair ‘TOP CENTRE PLATE’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Repair ‘YOKE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘BRAKE PULL ROD’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BRAKE PULL ROD’.
28.10.1993 Repair ‘SIDE BEARER’.
28.10.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Repair ‘UNDERFRAME COMPLETE’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

02.02.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1024

Details: wagon ‘AOKF 1024 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 19.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 06.10.1995
Due Triple Valve: 16.03.1993
Last Triple Valve: 13.07.1990
Last Single Car Test: 13.10.1993
Last Lift: 16.03.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘BRANCH PIPE’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘DRAFT GEAR POCKET’.
05.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.10.1989 Repair ‘SIDE BEARER’.
05.10.1989 Repair ‘STEP’.
05.10.1989 Repair ‘TOP CENTRE PLATE’.
05.10.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1990 Repair ‘END HOSE’.
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11.07.1990 Repair ‘LADDER’.
11.07.1990 Repair ‘STEP’.
11.07.1990 Repair ‘STRIKING CASTING’.
11.07.1990 Repair ‘YOKE CARRIER’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
04.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1991 Repair ‘WHEEL SET’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘YOKE COMPLETE’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.10.1991 Repair ‘HANDRAILS END’.
04.10.1991 Repair ‘STEP’.
22.10.1991 Repair ‘VEHICLE COMPLETE’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘BRANCH PIPE’.
06.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1992 Repair ‘YOKE CARRIER’.
06.05.1992 Repair ‘YOKE PIN’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE BEARERS’.
15.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘BRAKE PULL ROD’.
15.07.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
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06.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘TRAIN PIPE (END)’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE SPRING’.
11.05.1993 Repair ‘BRAKE LEVER’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BRAKE BLOCK RB95’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
07.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

26.04.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 1025

Details: wagon ‘AOKF 1025 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 13.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 30.05.1996
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 19.01.1994
Last Lift: 21.10.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.01.1990 Repair ‘BRAKE PULL ROD’.
12.01.1990 Repair ‘COUPLER COMPLETE’.
12.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.01.1990 Repair ‘STEP’.
12.01.1990 Repair ‘TOP CENTRE PLATE’.
12.01.1990 Repair ‘YOKE COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE CONTROL PIPE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1991 Repair ‘TRAIN PIPE’.
27.03.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1992 Repair ‘HANDRAILS END’.
06.05.1992 Repair ‘STEP’.
06.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1992 Repair ‘WEAR PLATES & SADDLES’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
10.03.1993 Repair ‘YOKE CARRIER’.
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘COUPLER COMPLETE’.
24.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE PULL ROD’.
07.04.1993 Repair ‘BRANCH PIPE’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Repair ‘SIDE BEARER’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Repair ‘WHEEL SET’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘CENTRE SILL’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘WHEEL SET’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1026

Details: wagon ‘AOKF 1026 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 19.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE
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Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.05.1996
Due Triple Valve: 06.02.1990
Last Triple Valve: 09.01.1992
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 13.10.1993
Last Lift: 30.04.1984

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BOGIE WEAR PLATES’.
13.03.1990 Repair ‘BRANCH PIPE’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘STEP’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.07.1990 Repair ‘SIDE BEARER’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE COMPLETE’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRANCH PIPE’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘HANDRAILS END’.
09.12.1991 Repair ‘STEP’.
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08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE COMPLETE’.
08.01.1992 Repair ‘BRAKE LEVER’.
08.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.01.1992 Repair ‘COUPLER COMPLETE’.
08.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1992 Repair ‘TOP CENTRE PLATE’.
08.01.1992 Repair ‘TRAIN PIPE (END)’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
16.07.1992 Repair ‘BRANCH PIPE’.
16.07.1992 Repair ‘TRAIN PIPE’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BOGIE SPRING’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘SIDE BEARER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘BRAKE LEVER’.
24.03.1993 Repair ‘COUPLER COMPLETE’.
24.03.1993 Repair ‘VEHICLE COMPLETE’.
24.03.1993 Repair ‘YOKE COMPLETE’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE LEVER’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE LEVER’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
27.10.1993 Repair ‘VEHICLE COMPLETE’.
31.01.1994 Repair ‘TRAIN PIPE (END)’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
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06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM03)’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1027

Details: wagon ‘AOKF 1027 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.07.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.08.1996
Due Triple Valve: 11.12.1997
Last Triple Valve: 11.11.1992
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 10.08.1993
Last Lift: 12.03.1984

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
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IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

19.10.1989 Repair ‘YOKE CARRIER’.
07.01.1990 Repair ‘STEP’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BRAKE LEVER’.
26.04.1990 Repair ‘BRAKE PULL ROD’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘TRAIN PIPE (END)’.
10.05.1990 Repair ‘BOGIE SPRING’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1990 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘HANDRAILS END’.
17.12.1991 Repair ‘STEP’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘BRAKE PULL ROD’.
09.11.1992 Repair ‘BRANCH PIPE’.
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09.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1992 Repair ‘END HOSE’.
09.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
09.11.1992 Repair ‘SIDE BEARER’.
09.11.1992 Repair ‘TOP CENTRE PLATE’.
09.11.1992 Repair ‘TRAIN PIPE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRAKE LEVER’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘SIDE BEARER’.
30.04.1993 Repair ‘TRAIN PIPE (END)’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BODY COMPLETE’.
21.05.1993 Repair ‘BOGIE SPRING’.
21.05.1993 Repair ‘BRANCH PIPE’.
21.05.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘BOGIE SPRING’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.08.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM05)’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1028

Details: wagon ‘AOKF 1028 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 23.06.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 02.08.1996
Last Triple Valve: 04.06.1991
Last Brake Cylinder: 26.07.1993
Last Single Car Test: 07.02.1994
Last Lift: 23.09.1986

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.07.1989 Repair ‘BRANCH PIPE’.
12.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘BRAKE PULL ROD’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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05.09.1989 Repair ‘SIDE BEARER’.
05.09.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Repair ‘YOKE CARRIER’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘WEAR PLATES & SADDLES’.
24.11.1989 Repair ‘WHEEL SET’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘COUPLER COMPLETE’.
17.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.03.1991 Repair ‘END BRAKE COCK’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRAKE LEVER’.
27.05.1991 Repair ‘BRAKE PIN’.
27.05.1991 Repair ‘COUPLER COMPLETE’.
27.05.1991 Repair ‘STEP’.
27.05.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE SPRING’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘HANDRAILS END’.
17.12.1991 Repair ‘STEP’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARERS’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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09.09.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BOGIE COMPLETE’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE PULL ROD’.
07.02.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

13.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM05)’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1029

Details: wagon ‘AOKF 1029 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 02.08.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 04.07.1996
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 10.05.1993
Last Single Car Test: 09.09.1993
Last Lift: 19.11.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘TRAIN PIPE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘STEP’.
29.06.1990 Repair ‘YOKE CARRIER’.
29.06.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE CONTROL PIPE’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘TOP CENTRE PLATE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘BRAKE PULL ROD’.
30.05.1991 Repair ‘COUPLER KNUCKLE’.
30.05.1991 Repair ‘SIDE BEARER’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘COUPLER COMPLETE’.
31.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BOGIE SPRING’.
01.07.1992 Repair ‘END BRAKE COCK’.
01.07.1992 Repair ‘HANDBRAKE HANDLE’.
01.07.1992 Repair ‘SIDE BEARER’.
01.07.1992 Repair ‘WEAR PLATES & SADDLES’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘STEP’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘END HOSE’.
02.09.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

07.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1033

Details: wagon ‘AOKF 1033 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes
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Fleet Grp Code: AC SA SV
Return to Service Date: 20.02.1996
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 10.02.1993
Last Single Car Test: 28.09.1993
Last Lift: 19.11.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE LEVER’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘DRAFT GEAR POCKET’.
01.02.1990 Repair ‘STEP’.
01.02.1990 Repair ‘TRAIN PIPE’.
01.02.1990 Repair ‘WEAR PLATES & SADDLES’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘BRAKE PULL ROD’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘YOKE CARRIER’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1991 Repair ‘END BRAKE COCK’.
18.03.1991 Repair ‘SIDE BEARER’.
18.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.08.1991 Repair ‘TOP CENTRE PLATE’.
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30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘COUPLER COMPLETE’.
30.10.1991 Repair ‘COUPLER KNUCKLE’.
30.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.10.1991 Repair ‘HANDRAILS END’.
30.10.1991 Repair ‘STEP’.
28.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1992 Repair ‘SIDE BEARER’.
29.05.1992 Repair ‘STEP’.
29.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BRAKE LEVER’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘COUPLER KNUCKLE’.
08.02.1993 Repair ‘END HOSE’.
08.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BEARINGS’.
03.06.1993 Repair ‘TRAIN PIPE (END)’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE COMPLETE’.
16.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘END HOSE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘UNDERFRAME COMPLETE’.
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23.09.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

19.07.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1034

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE PULL ROD’.
26.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1989 Repair ‘TRAIN PIPE (END)’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘BRAKE LEVER’.
10.10.1989 Repair ‘BRAKE PULL ROD’.
10.10.1989 Repair ‘COUPLER COMPLETE’.
10.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1989 Repair ‘SIDE BEARER’.
10.10.1989 Repair ‘STEP’.
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10.10.1989 Repair ‘TOP CENTRE PLATE’.
10.10.1989 Repair ‘YOKE CARRIER’.
10.10.1989 Repair ‘YOKE COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRANCH PIPE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘TOP CENTRE PLATE’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE CONTROL PIPE’.
14.02.1991 Repair ‘SIDE BEARER’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘CARD OR CLIP HOLDER’.
03.04.1991 Repair ‘DRAFT GEAR POCKET’.
03.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1991 Repair ‘HANDBRAKE HANDLE’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1991 Repair ‘WEAR PLATES & SADDLES’.
03.04.1991 Repair ‘YOKE COMPLETE’.
03.04.1991 Repair ‘YOKE FOLLOWER’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.07.1991 Repair ‘STEP’.
19.07.1991 Repair ‘YOKE PIN’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘BRANCH PIPE’.
19.08.1992 Repair ‘CENTRE SILL’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
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19.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BODY COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘BRAKE LEVER’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1993 Repair ‘YOKE COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘STRIKING CASTING’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE LEVER’.
26.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1993 Repair ‘TRAIN PIPE (END)’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘WHEEL SET’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1035

Details: wagon ‘AOKF 1035 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 183
Date Built: 05.08.1954
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Due Triple Valve: 12.06.1992
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 12.06.1991
Last Lift: 02.08.1982
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED. (AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

14.01.1988 Alteration complete ‘RECLASSIFY AQFY TO AQFF - RS4231 (RS3010)’. New
class: ‘AQFF’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1035 Y’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRAKE BLOCK RB95’.
14.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1035 Y’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1035 Y’
08.01.1991 Repair ‘DOOR LOCK MECHANISM’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1035 Y’
13.03.1991 Repair ‘VEHICLE COMPLETE’.
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1035 Y’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.06.1991 Repair ‘VEHICLE STENCILS’.
11.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1035 Y’
24.06.1991 Repair ‘DOOR LOCK MECHANISM’.
24.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1035 Y’
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22.03.1994 Alteration complete ‘REMOVAL OF EXISTING STRENGTHENING PLATE
FROM UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A
LARGER AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING
‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

05.12.1995 Repair ‘CENTRE SILL’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQFF 1035 Y’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1038

Details: wagon ‘AOKF 1038 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.09.1954
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 09.02.1996
Last Triple Valve: 22.03.1991
Last Brake Cylinder: 17.03.1992
Last Single Car Test: 14.02.1994
Last Lift: 08.12.1983

2829



2. TIMS GROUP INFORMATION - WAGONS

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE PULL ROD’.
26.06.1990 Repair ‘BRANCH PIPE’.
26.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘STEP’.
05.07.1990 Repair ‘WEAR PLATES & SADDLES’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.03.1991 Repair ‘TRAIN PIPE’.
19.03.1991 Repair ‘YOKE CARRIER’.
19.03.1991 Repair ‘YOKE PIN’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Repair ‘YOKE CARRIER’.
20.06.1991 Repair ‘YOKE COMPLETE’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BEARERS’.
04.09.1991 Repair ‘HANDRAILS END’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1992 Repair ‘HANDRAILS END’.
10.01.1992 Repair ‘STEP’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE PULL ROD’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘DOOR COMPLETE’.
16.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘VEHICLE COMPLETE’.
22.05.1992 Repair ‘WHEEL SET’.
22.05.1992 Repair ‘YOKE PIN’.
11.06.1992 Repair ‘BOGIE SPRING’.
11.06.1992 Repair ‘BRAKE BLOCK RB95’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE COMPLETE’.
10.07.1992 Repair ‘BRAKE PULL ROD’.
10.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1992 Repair ‘TRAIN PIPE’.
10.07.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘SIDE BEARER’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
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14.02.1994 Repair ‘BRAKE PULL ROD’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘TOP CENTRE PLATE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1040

Details: wagon ‘AOKF 1040 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 04.06.1996
Due Triple Valve: 23.03.1990
Last Triple Valve: 17.02.1989
Last Brake Cylinder: 01.02.1994
Last Single Car Test: 01.02.1994
Last Lift: 13.04.1981

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘BRAKE PULL ROD’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1989 Repair ‘YOKE CARRIER’.
07.01.1990 Repair ‘BRAKE BLOCK RB95’.
07.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘STEP’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1990 Repair ‘YOKE CARRIER’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘BRAKE PULL ROD’.
16.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.11.1990 Repair ‘DRAFT GEAR POCKET’.
16.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.11.1990 Repair ‘STEP’.
16.11.1990 Repair ‘YOKE CARRIER’.
16.11.1990 Repair ‘YOKE COMPLETE’.
16.11.1990 Repair ‘YOKE FOLLOWER’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE BLOCK RB95’.
25.03.1991 Repair ‘BRAKE CONTROL PIPE’.
25.03.1991 Repair ‘BRAKE LEVER’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
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25.03.1991 Repair ‘END BRAKE COCK’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘STEP’.
26.07.1991 Repair ‘TOP CENTRE PLATE’.
26.07.1991 Repair ‘WEAR PLATES & SADDLES’.
26.07.1991 Repair ‘YOKE PIN’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER COMPLETE’.
18.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘SIDE BEARER’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘TRAIN PIPE (END)’.
18.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BEARERS’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘BOGIE SPRING’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘END BRAKE COCK’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BEARERS’.
09.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1992 Repair ‘BRAKE BLOCK RB95’.
09.07.1992 Repair ‘COUPLER COMPLETE’.
09.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1992 Repair ‘WEAR PLATES & SADDLES’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE BLOCK RB95’.
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17.03.1993 Repair ‘BRAKE LEVER’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘TOP CENTRE PLATE’.
17.03.1993 Repair ‘TRAIN PIPE’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘BRANCH PIPE’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Repair ‘COUPLER COMPLETE’.
28.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1994 Repair ‘TRAIN PIPE (END)’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

29.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1041

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
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REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘TRAIN PIPE (END)’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BODY COMPLETE’.
12.11.1990 Repair ‘BODY COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.01.1991 Repair ‘SIDE BEARER’.
04.01.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
08.10.1991 Repair ‘STEP’.
18.10.1991 Repair ‘STEP’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1992 Repair ‘BRAKE PULL ROD’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1992 Repair ‘COUPLER KNUCKLE’.
28.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1992 Repair ‘FLOOR COMPLETE’.
28.02.1992 Repair ‘HANDRAILS END’.
28.02.1992 Repair ‘SIDE BEARER’.
28.02.1992 Repair ‘SIDE COMPLETE’.
28.02.1992 Repair ‘STEP’.
28.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1992 Repair ‘WEAR PLATES & SADDLES’.
28.02.1992 Repair ‘YOKE CARRIER’.
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1993 Repair ‘BRAKE PULL ROD’.
04.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BODY COMPLETE’.
03.06.1993 Repair ‘BOGIE BEARINGS’.

2836



2.107. Wagon classification starting with ‘AOK’

03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BRAKE BLOCK RB95’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘BRANCH PIPE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘FLOOR BOARDS’.
03.06.1993 Repair ‘SIDE BEARER’.
03.06.1993 Repair ‘SIDE BOARDS’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BRAKE LEVER’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘UNDERFRAME COMPLETE’.
23.09.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1042

Details: wagon ‘AOKF 1042 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.09.1954
Operating System: AN
Intended Use: COAL
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BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Last Triple Valve: 26.08.1993
Last Brake Cylinder: 18.01.1994
Last Single Car Test: 18.01.1994
Last Lift: 22.06.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘BRAKE LEVER’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘SIDE BEARER’.
10.05.1990 Repair ‘TOP CENTRE PLATE’.
10.05.1990 Repair ‘YOKE COMPLETE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE BEARERS’.
18.03.1991 Repair ‘BRAKE LEVER’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Repair ‘EMPTY LOAD VALVE’.
18.03.1991 Repair ‘STEP’.
18.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1991 Repair ‘DRAFT GEAR POCKET’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘SIDE BEARER’.
20.06.1991 Repair ‘TOP CENTRE PLATE’.
20.06.1991 Repair ‘YOKE CARRIER’.
20.06.1991 Repair ‘YOKE FOLLOWER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘STEP’.
25.09.1991 Repair ‘TRAIN PIPE (END)’.
25.09.1991 Repair ‘YOKE CARRIER’.
25.09.1991 Repair ‘YOKE PIN’.
22.10.1991 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BEARINGS’.
08.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1992 Repair ‘BRAKE PULL ROD’.
08.07.1992 Repair ‘COUPLER COMPLETE’.
08.07.1992 Repair ‘WEAR PLATES & SADDLES’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE SPRING’.
27.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1993 Repair ‘BRAKE PULL ROD’.
08.01.1993 Repair ‘DRAFT GEAR POCKET’.
08.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.01.1993 Repair ‘SIDE BEARER’.
08.01.1993 Repair ‘YOKE CARRIER’.
08.01.1993 Repair ‘YOKE COMPLETE’.
08.01.1993 Repair ‘YOKE FOLLOWER’.
08.01.1993 Repair ‘YOKE PIN’.
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08.01.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BEARERS’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.08.1993 Repair ‘TRAIN PIPE’.
20.08.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE CONTROL PIPE’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘TRAIN PIPE (END)’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘WHEEL SET’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
18.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘TOP CENTRE PLATE’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1048

Details: wagon ‘AOKF 1048 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 04.06.1996
Due Triple Valve: 15.12.1990
Last Triple Valve: 03.06.1991
Last Brake Cylinder: 26.07.1993
Last Single Car Test: 26.07.1993
Last Lift: 07.12.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRANCH PIPE’.
13.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.12.1989 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE COMPLETE’.
17.04.1990 Repair ‘COUPLER COMPLETE’.
17.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘END BRAKE COCK’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
07.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.08.1990 Repair ‘YOKE CARRIER’.
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12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.03.1991 Repair ‘SIDE BEARER’.
26.03.1991 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘BRAKE LEVER’.
28.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.05.1991 Repair ‘COUPLER COMPLETE’.
28.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.05.1991 Repair ‘TOP CENTRE PLATE’.
28.05.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘BRAKE PIN’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘WEAR PLATES & SADDLES’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE SPRING’.
16.12.1991 Repair ‘BRAKE PULL ROD’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘TRAIN PIPE (END)’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘YOKE CARRIER’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND
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‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BODY COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE PULL ROD’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1993 Repair ‘DRAFT GEAR POCKET’.
23.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.07.1993 Repair ‘SIDE BEARER’.
23.07.1993 Repair ‘TOP CENTRE PLATE’.
23.07.1993 Repair ‘TRAIN PIPE (END)’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Repair ‘YOKE PIN’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

19.07.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1049

Details: wagon ‘AOKF 1049 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 12.07.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 03.06.1996
Last Triple Valve: 04.08.1989
Last Brake Cylinder: 22.06.1993
Last Single Car Test: 05.11.1993
Last Lift: 31.05.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE PIN’.
03.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
03.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘BRAKE CONTROL PIPE’.
07.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE CONTROL PIPE’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘HANDRAILS END’.
09.01.1992 Repair ‘STEP’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘BRAKE LEVER’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1992 Repair ‘YOKE COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BODY COMPLETE’.
09.02.1993 Repair ‘BOGIE COMPLETE’.
09.02.1993 Repair ‘BRAKE BLOCK RB95’.
09.02.1993 Repair ‘BRAKE LEVER’.
09.02.1993 Repair ‘COUPLER COMPLETE’.
09.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.02.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1993 Repair ‘YOKE COMPLETE’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1993 Repair ‘BOGIE COMPLETE’.
21.06.1993 Repair ‘BRAKE LEVER’.
21.06.1993 Repair ‘BRAKE PULL ROD’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘SIDE BEARER’.
26.10.1993 Repair ‘TRAIN PIPE (END)’.
26.10.1993 Repair ‘UNDERFRAME COMPLETE’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.
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18.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1051

Details: wagon ‘AOKF 1051 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 27.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.04.1996
Due Triple Valve: 13.11.1997
Last Triple Valve: 13.03.1989
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 09.09.1993
Last Lift: 10.01.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1989 Repair ‘TOP CENTRE PLATE’.
01.10.1989 Repair ‘STEP’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.04.1990 Repair ‘TRAIN PIPE (END)’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘COUPLER COMPLETE’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1990 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE BLOCK RB95’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1991 Repair ‘SIDE SHEET’.
23.07.1991 Repair ‘TRAIN PIPE (END)’.
23.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1992 Repair ‘HANDRAILS END’.
21.02.1992 Repair ‘SIDE BEARER’.
21.02.1992 Repair ‘STEP’.
21.02.1992 Repair ‘YOKE COMPLETE’.
21.02.1992 Repair ‘YOKE FOLLOWER’.
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21.02.1992 Repair ‘YOKE PIN’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘END SHEETING’.
25.06.1992 Repair ‘FLOOR SHEETING’.
25.06.1992 Repair ‘SIDE SHEET’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘BRAKE CONTROL PIPE’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE COMPLETE’.
03.09.1992 Repair ‘DRAFT GEAR POCKET’.
03.09.1992 Repair ‘FLOOR COMPLETE’.
03.09.1992 Repair ‘HANDRAILS END’.
03.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1992 Repair ‘SIDE BEARER’.
03.09.1992 Repair ‘STRIKING CASTING’.
03.09.1992 Repair ‘TRAIN PIPE (END)’.
03.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BRAKE LEVER’.
22.01.1993 Repair ‘STRIKING CASTING’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE CONTROL PIPE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BODY COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘END SHEETING’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘SIDE SHEET’.
21.04.1993 Repair ‘TRAIN PIPE (END)’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB95’.
30.08.1993 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

10.10.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
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06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1052

Details: wagon ‘AOKF 1052 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.01.1996
Due Triple Valve: 16.02.1997
Last Triple Valve: 09.09.1993
Last Brake Cylinder: 21.08.1992
Last Single Car Test: 09.09.1993
Last Lift: 16.02.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.
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14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE CONTROL PIPE’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.09.1989 Repair ‘COUPLER COMPLETE’.
14.09.1989 Repair ‘END SHEETING’.
14.09.1989 Repair ‘FLOOR SHEETING’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘SIDE SHEET’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1989 Repair ‘END SILL’.
13.11.1989 Repair ‘STRIKING CASTING’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Repair ‘YOKE COMPLETE’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRAKE CONTROL PIPE’.
02.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Repair ‘TRAIN PIPE’.
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BEARERS’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘BRAKE PULL ROD’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1991 Repair ‘FLOOR SHEETING’.
04.01.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1991 Repair ‘END SHEETING’.
30.07.1991 Repair ‘FLOOR SHEETING’.
30.07.1991 Repair ‘SIDE SHEET’.
30.07.1991 Repair ‘WEAR PLATES & SADDLES’.
30.07.1991 Repair ‘YOKE COMPLETE’.
30.07.1991 Repair ‘YOKE PIN’.
30.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
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05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1991 Repair ‘HANDRAILS END’.
05.09.1991 Repair ‘SIDE STEP’.
05.09.1991 Repair ‘TRAIN PIPE (END)’.
25.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘TOP CENTRE PLATE’.
20.02.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘BRAKE PULL ROD’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘YOKE CARRIER’.
06.03.1992 Repair ‘YOKE COMPLETE’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘BRAKE PULL ROD’.
17.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1992 Repair ‘END SHEETING’.
17.08.1992 Repair ‘FLOOR SHEETING’.
17.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1992 Repair ‘SIDE BEARER’.
17.08.1992 Repair ‘SIDE SHEET’.
17.08.1992 Repair ‘STEP’.
17.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1992 Repair ‘YOKE CARRIER’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BEARERS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Repair ‘END COMPLETE’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘VEHICLE COMPLETE’.
23.11.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘BRAKE BLOCK RB95’.
03.05.1993 Repair ‘BRAKE PULL ROD’.
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03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘TRAIN PIPE’.
03.05.1993 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘STEP’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BRAKE BLOCK RB95’.
31.08.1993 Repair ‘BRAKE PULL ROD’.
31.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.08.1993 Repair ‘SIDE BEARER’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

15.08.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1053

Details: wagon ‘AOKF 1053 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 03.08.1954
Operating System: AN
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Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 05.10.1995
Due Triple Valve: 09.03.1994
Last Brake Cylinder: 26.07.1993
Last Single Car Test: 01.02.1994
Last Lift: 28.09.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE CONTROL PIPE’.
14.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.12.1989 Repair ‘TOP CENTRE PLATE’.
27.06.1990 Repair ‘BOGIE SPRING’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
19.06.1991 Repair ‘BRAKE PIN’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘TOP CENTRE PLATE’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Repair ‘YOKE COMPLETE’.
19.06.1991 Repair ‘YOKE PIN’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
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29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘WHEEL SET’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BODY COMPLETE’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘COUPLER COMPLETE’.
14.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE COMPLETE’.
23.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BODY COMPLETE’.
21.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘BRANCH PIPE’.
21.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BODY COMPLETE’.
31.01.1994 Repair ‘BOGIE BEARINGS’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1994 Repair ‘BRAKE PULL ROD’.
31.01.1994 Repair ‘UNDERFRAME COMPLETE’.
31.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

30.04.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
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05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1058

Details: wagon ‘AOKF 1058 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 06.09.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Last Triple Valve: 18.01.1990
Last Brake Cylinder: 26.09.1989
Last Single Car Test: 04.01.1994
Last Lift: 23.05.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
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25.09.1989 Repair ‘BRAKE PULL ROD’.
25.09.1989 Repair ‘FLOOR SHEETING’.
25.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1989 Repair ‘SIDE BEARER’.
25.09.1989 Repair ‘SIDE SHEET’.
25.09.1989 Repair ‘STEP’.
25.09.1989 Repair ‘TOP CENTRE PLATE’.
25.09.1989 Repair ‘TRAIN PIPE (END)’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘BRAKE PULL ROD’.
18.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.01.1990 Repair ‘COUPLER COMPLETE’.
18.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.01.1990 Repair ‘SIDE BEARER’.
18.01.1990 Repair ‘YOKE COMPLETE’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘BRAKE BLOCK RB95’.
26.04.1990 Repair ‘BRAKE PULL ROD’.
26.04.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BRANCH PIPE’.
21.02.1991 Repair ‘END SHEETING’.
21.02.1991 Repair ‘FLOOR SHEETING’.
21.02.1991 Repair ‘SIDE SHEET’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.03.1991 Repair ‘SIDE BEARER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRAKE PULL ROD’.
02.07.1991 Repair ‘SIDE BEARER’.
02.07.1991 Repair ‘WEAR PLATES & SADDLES’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
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13.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1991 Repair ‘HANDRAILS END’.
13.11.1991 Repair ‘STEP’.
06.01.1992 Repair ‘BRAKE PULL ROD’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE LEVER’.
18.02.1992 Repair ‘HANDRAILS END’.
18.02.1992 Repair ‘SIDE SHEET’.
18.02.1992 Repair ‘TRAIN PIPE (END)’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE PULL ROD’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1992 Repair ‘DRAFT GEAR POCKET’.
14.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1992 Repair ‘STEP’.
14.08.1992 Repair ‘STRIKING CASTING’.
14.08.1992 Repair ‘WEAR PLATES & SADDLES’.
14.08.1992 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARERS’.
05.11.1992 Repair ‘BRAKE LEVER’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE COMPLETE’.
27.11.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK RB95’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘DRAFT GEAR POCKET’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘END COMPLETE’.
28.07.1993 Repair ‘END SHEETING’.
28.07.1993 Repair ‘FLOOR COMPLETE’.
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28.07.1993 Repair ‘FLOOR SHEETING’.
28.07.1993 Repair ‘FLOOR SHEETING’.
28.07.1993 Repair ‘FLOOR SHEETING’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Repair ‘SIDE COMPLETE’.
28.07.1993 Repair ‘SIDE SHEET’.
28.07.1993 Repair ‘SIDE SHEET’.
28.07.1993 Repair ‘SIDE SHEET’.
28.07.1993 Repair ‘SIDE SHEET’.
28.07.1993 Repair ‘TRAIN PIPE (END)’.
28.07.1993 Repair ‘UNDERFRAME COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1994 Repair ‘BOGIE COMPLETE’.
04.01.1994 Repair ‘BRAKE LEVER’.
04.01.1994 Repair ‘COUPLER COMPLETE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

08.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1061

Details: wagon ‘AOKF 1061 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 13.09.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 23.04.1996
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 01.12.1992
Last Single Car Test: 03.09.1993
Last Lift: 30.07.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRANCH PIPE’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘FLOOR SHEETING’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Repair ‘YOKE CARRIER’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Repair ‘BRAKE CONTROL PIPE’.
16.08.1990 Repair ‘BRAKE LEVER’.
16.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘BRAKE PULL ROD’.
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22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.03.1991 Repair ‘END COMPLETE’.
22.03.1991 Repair ‘TRAIN PIPE’.
22.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE PULL ROD’.
30.08.1991 Repair ‘DRAFT GEAR POCKET’.
30.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.08.1991 Repair ‘TRAIN PIPE’.
30.08.1991 Repair ‘YOKE COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1992 Repair ‘FLOOR SHEETING’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1992 Repair ‘FLOOR SHEETING’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘SIDE BEARER’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
27.05.1992 Repair ‘WHEEL SET’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Repair ‘SIDE BEARER’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Repair ‘YOKE CARRIER’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Repair ‘END HOSE’.
27.11.1992 Repair ‘FLOOR COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1993 Repair ‘BRAKE LEVER’.
18.05.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘FLOOR SHEETING’.
27.08.1993 Repair ‘HANDBRAKE HANDLE’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

30.11.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

2861



2. TIMS GROUP INFORMATION - WAGONS

VEHICLES (SAPM05)’.

AOKF 1063

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.07.1989 Repair ‘CARD OR CLIP HOLDER’.
12.07.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
31.10.1989 Repair ‘BRANCH PIPE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE SPRING’.
08.03.1990 Repair ‘COUPLER KNUCKLE’.
08.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘FLOOR SHEETING’.
30.05.1990 Repair ‘FLOOR SHEETING’.
30.05.1990 Repair ‘FLOOR SHEETING’.
30.05.1990 Repair ‘FLOOR SHEETING’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1990 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BRAKE LEVER’.
08.02.1991 Repair ‘FLOOR SHEETING’.
08.02.1991 Repair ‘FLOOR SHEETING’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘SIDE BEARER’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
18.10.1991 Repair ‘STEP’.
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1992 Repair ‘BOGIE COMPLETE’.
10.07.1992 Repair ‘BRAKE CONTROL PIPE’.
10.07.1992 Repair ‘BRAKE PULL ROD’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘FLOOR SHEETING’.
10.07.1992 Repair ‘HANDRAILS END’.
10.07.1992 Repair ‘SIDE BEARER’.
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10.07.1992 Repair ‘STEP’.
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BRAKE LEVER’.
28.08.1992 Repair ‘COUPLER COMPLETE’.
28.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘BRAKE CONTROL PIPE’.
11.11.1992 Repair ‘BRAKE LEVER’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE PULL ROD’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BOGIE SPRING’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘END HOSE’.
02.07.1993 Repair ‘TRAIN PIPE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1064

Details: wagon ‘AOKF 1064 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.06.1996
Last Triple Valve: 30.09.1991
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 15.03.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.01.1990 Repair ‘STEP’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘END SILL’.
02.04.1990 Repair ‘SIDE BEARER’.
02.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘DRAFT GEAR POCKET’.
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27.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1991 Repair ‘END BRAKE COCK’.
27.09.1991 Repair ‘END COMPLETE’.
27.09.1991 Repair ‘END HOSE’.
27.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Repair ‘TOP CENTRE PLATE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Repair ‘VEHICLE STENCILS’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BRAKE BLOCK RB95’.
27.01.1993 Repair ‘BRAKE LEVER’.
27.01.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘COUPLER COMPLETE’.
15.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘BRAKE BLOCK RB95’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
13.04.1993 Repair ‘BRANCH PIPE’.
13.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.04.1993 Repair ‘DRAFT GEAR POCKET’.
13.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1993 Repair ‘LADDER’.
13.04.1993 Repair ‘STEP’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

24.05.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
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06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM03)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM05)’.

20.06.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1065

Details: wagon ‘AOKF 1065 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.03.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.07.1996
Last Triple Valve: 14.07.1992
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 10.01.1994
Last Lift: 24.03.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
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23.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘ISOLATING COCK’.
23.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.01.1991 Repair ‘BRAKE PULL ROD’.
10.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1991 Repair ‘SIDE BEARER’.
10.01.1991 Repair ‘WEAR PLATES & SADDLES’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘BRAKE CONTROL PIPE’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘BRAKE PULL ROD’.
16.07.1991 Repair ‘COUPLER COMPLETE’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.07.1991 Repair ‘TOP CENTRE PLATE’.
16.07.1991 Repair ‘WEAR PLATES & SADDLES’.
16.07.1991 Repair ‘YOKE COMPLETE’.
16.07.1991 Repair ‘YOKE FOLLOWER’.
16.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1991 Repair ‘HANDRAILS END’.
26.09.1991 Repair ‘STEP’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BEARINGS’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘SIDE BEARER’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘DRAFT GEAR POCKET’.
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1993 Repair ‘SIDE BEARER’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘UNDERFRAME COMPLETE’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘YOKE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

26.07.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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30.05.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1066

Details: wagon ‘AOKF 1066 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 15.03.1996
Due Triple Valve: 01.02.1993
Last Triple Valve: 29.07.1991
Last Brake Cylinder: 10.08.1993
Last Single Car Test: 02.02.1994
Last Lift: 12.02.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘BRAKE PULL ROD’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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02.10.1989 Repair ‘SIDE BEARER’.
02.10.1989 Repair ‘STEP’.
02.10.1989 Repair ‘TOP CENTRE PLATE’.
02.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BEARERS’.
29.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘DRAFT GEAR POCKET’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘END BRAKE COCK’.
29.07.1991 Repair ‘END COMPLETE’.
29.07.1991 Repair ‘END HOSE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘TOP CENTRE PLATE’.
29.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘CENTRE SILL’.
30.07.1991 Repair ‘DRAFT GEAR POCKET’.
30.07.1991 Repair ‘END FRAME MEMBER’.
30.07.1991 Repair ‘END SHEETING’.
30.07.1991 Repair ‘END SILL’.
30.07.1991 Repair ‘FLOOR SHEETING’.
30.07.1991 Repair ‘FLOOR SUPPORT’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘HANDRAILS END’.
30.07.1991 Repair ‘LADDER’.
30.07.1991 Repair ‘SIDE BEARER’.
30.07.1991 Repair ‘SIDE MEMBER’.
30.07.1991 Repair ‘SIDE SHEET’.
30.07.1991 Repair ‘SIDE SILL’.
30.07.1991 Repair ‘STEP’.
30.07.1991 Repair ‘STRIKING CASTING’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘TRANSOM’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.10.1992 Repair ‘BOGIE BEARINGS’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘SIDE BEARER’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
05.08.1993 Repair ‘SIDE BEARER’.
05.08.1993 Repair ‘TOP CENTRE PLATE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘UNDERFRAME COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘YOKE CARRIER’.
05.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1994 Repair ‘BRAKE PULL ROD’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
02.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

20.05.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 1068

Details: wagon ‘AOKF 1068 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Due Triple Valve: 16.12.1997
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 08.09.1989
Last Single Car Test: 26.11.1993
Last Lift: 17.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘HANDRAILS END’.
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE SPRING’.
07.09.1989 Repair ‘BRAKE PULL ROD’.
07.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.09.1989 Repair ‘COUPLER KNUCKLE’.
07.09.1989 Repair ‘DRAFT GEAR POCKET’.
07.09.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1989 Repair ‘SIDE BEARER’.
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07.09.1989 Repair ‘STEP’.
07.09.1989 Repair ‘YOKE CARRIER’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘BRAKE LEVER’.
14.05.1990 Repair ‘BRANCH PIPE’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
16.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1990 Repair ‘YOKE CARRIER’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE SPRING’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE LEVER’.
21.06.1991 Repair ‘BRAKE PIN’.
21.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.06.1991 Repair ‘SIDE BEARER’.
21.06.1991 Repair ‘STEP’.
21.06.1991 Repair ‘YOKE CARRIER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BRAKE CONTROL PIPE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1991 Repair ‘HANDRAILS END’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1992 Repair ‘END BRAKE COCK’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1992 Repair ‘YOKE COMPLETE’.
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24.03.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘BRAKE CONTROL PIPE’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘SIDE BEARER’.
25.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1992 Repair ‘WHEEL SET’.
25.06.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘SIDE BEARER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE CONTROL PIPE’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1993 Repair ‘BRAKE PULL ROD’.
09.07.1993 Repair ‘BRANCH PIPE’.
09.07.1993 Repair ‘COUPLER COMPLETE’.
09.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE CONTROL PIPE’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘BRANCH PIPE’.
22.09.1993 Repair ‘UNDERFRAME COMPLETE’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘TOP CENTRE PLATE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

14.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
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13.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1069

Details: wagon ‘AOKF 1069 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 29.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 25.10.1995
Last Triple Valve: 24.06.1993
Last Brake Cylinder: 11.07.1990
Last Single Car Test: 08.12.1993
Last Lift: 17.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.12.1989 Repair ‘STEP’.
07.01.1990 Repair ‘BRAKE BLOCK RB95’.
07.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
18.10.1991 Repair ‘STEP’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1992 Repair ‘HANDRAILS END’.
13.04.1992 Repair ‘STEP’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
10.05.1992 Repair ‘WHEEL SET’.
05.11.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE BLOCK OTHER’.
08.02.1993 Repair ‘BRAKE LEVER’.
08.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BODY COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
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23.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.
23.06.1993 Repair ‘TRAIN PIPE’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘BRAKE LEVER’.
06.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

24.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1072

Details: wagon ‘AOKF 1072 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 23.06.1955
Operating System: AN
Intended Use: COAL
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BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.01.1996
Last Triple Valve: 20.09.1988
Last Brake Cylinder: 10.08.1993
Last Single Car Test: 10.08.1993
Last Lift: 10.07.1986

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1989 Repair ‘BRANCH PIPE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘CENTRE SILL’.
30.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.05.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.05.1990 Repair ‘SIDE BEARER’.
30.05.1990 Repair ‘STEP’.
30.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1990 Repair ‘YOKE CARRIER’.
30.05.1990 Repair ‘YOKE FOLLOWER’.
30.05.1990 Repair ‘YOKE PIN’.
30.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
29.09.1990 Repair ‘BOGIE COMPLETE’.
29.09.1990 Repair ‘COUPLER COMPLETE’.
29.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1990 Repair ‘FLOOR SHEETING’.
29.09.1990 Repair ‘SIDE SHEET’.
12.03.1991 Repair ‘DOOR COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
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04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BODY COMPLETE’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
04.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.09.1991 Repair ‘VEHICLE COMPLETE’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRAKE LEVER’.
16.01.1992 Repair ‘TRAIN PIPE (END)’.
23.01.1992 Repair ‘BODY COMPLETE’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1992 Repair ‘DRAFT GEAR POCKET’.
01.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘COUPLER COMPLETE’.
02.12.1992 Repair ‘COUPLER KNUCKLE’.
02.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1992 Repair ‘TRAIN PIPE (END)’.
02.12.1992 Repair ‘TRAIN PIPE’.
02.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BEARINGS’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Repair ‘YOKE PIN’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1993 Repair ‘TRAIN PIPE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘BOGIE SPRING’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

17.11.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
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06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1073

Details: wagon ‘AOKF 1073 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: SA AC SV
Return to Service Date: 30.01.1996
Last Triple Valve: 19.02.1993
Last Brake Cylinder: 25.07.1988
Last Single Car Test: 08.12.1993
Last Lift: 23.11.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.
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22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BRANCH PIPE’.
22.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.02.1990 Repair ‘END BRAKE COCK’.
22.02.1990 Repair ‘END HOSE’.
22.02.1990 Repair ‘ISOLATING COCK’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRANCH PIPE’.
24.04.1990 Repair ‘FLOOR COMPLETE’.
24.04.1990 Repair ‘STEP’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1990 Repair ‘END COMPLETE’.
16.08.1990 Repair ‘STEP’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘BRAKE PULL ROD’.
02.01.1991 Repair ‘SIDE BEARER’.
02.01.1991 Repair ‘STEP’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘BRAKE PULL ROD’.
06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1991 Repair ‘END HOSE’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1991 Repair ‘YOKE COMPLETE’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘COUPLER KNUCKLE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘STEP’.
06.03.1991 Repair ‘TRAIN PIPE (END)’.
06.03.1991 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘SIDE BEARER’.
03.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1991 Repair ‘WEAR PLATES & SADDLES’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
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15.09.1991 Repair ‘STEP’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Repair ‘BRANCH PIPE’.
08.11.1991 Repair ‘FLOOR SHEETING’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘BRAKE PULL ROD’.
31.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.03.1992 Repair ‘SIDE BEARER’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘BRAKE LEVER’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1992 Repair ‘FLOOR SHEETING’.
07.05.1992 Repair ‘STEP’.
07.05.1992 Repair ‘YOKE COMPLETE’.
18.08.1992 Repair ‘STEP’.
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE COMPLETE’.
30.10.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE LEVER’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Repair ‘STRIKING CASTING’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BEARERS’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.02.1993 Repair ‘END COMPLETE’.
17.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Repair ‘VEHICLE STENCILS’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BRAKE LEVER’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘SIDE BEARER’.
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25.08.1993 Repair ‘STEP’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘WHEEL SET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1993 Repair ‘BRAKE LEVER’.
07.12.1993 Repair ‘BRANCH PIPE’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

04.08.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1076

Details: wagon ‘AOKF 1076 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
Intended Use: COAL
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BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.04.1996
Last Triple Valve: 22.03.1991
Last Brake Cylinder: 21.05.1993
Last Single Car Test: 10.08.1993
Last Lift: 16.11.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘YOKE CARRIER’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.03.1991 Repair ‘SIDE BEARER’.
22.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1991 Repair ‘HANDRAILS END’.
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29.10.1991 Repair ‘SIDE BEARER’.
29.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1991 Repair ‘YOKE CARRIER’.
29.10.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘BRAKE PULL ROD’.
09.12.1992 Repair ‘BRANCH PIPE’.
09.12.1992 Repair ‘COUPLER COMPLETE’.
09.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1992 Repair ‘SIDE BEARER’.
09.12.1992 Repair ‘WEAR PLATES & SADDLES’.
09.12.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1993 Repair ‘BRAKE PULL ROD’.
18.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1993 Repair ‘SIDE BEARER’.
18.05.1993 Repair ‘TRAIN PIPE (END)’.
18.05.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘SIDE BEARER’.
05.08.1993 Repair ‘UNDERFRAME COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

30.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1077

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE BEARERS’.
13.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.10.1989 Repair ‘BRAKE CONTROL PIPE’.
13.10.1989 Repair ‘BRAKE PULL ROD’.
13.10.1989 Repair ‘COUPLER COMPLETE’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
13.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.10.1989 Repair ‘DRAFT GEAR POCKET’.
13.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.10.1989 Repair ‘SIDE BEARER’.
13.10.1989 Repair ‘STEP’.
13.10.1989 Repair ‘TOP CENTRE PLATE’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1989 Repair ‘YOKE CARRIER’.
13.10.1989 Repair ‘YOKE COMPLETE’.
13.10.1989 Repair ‘YOKE FOLLOWER’.
13.10.1989 Repair ‘YOKE PIN’.
13.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BEARERS’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘BOGIE WEAR PLATES’.
04.04.1990 Repair ‘BRAKE LEVER’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
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04.04.1990 Repair ‘SIDE BEARER’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Repair ‘YOKE COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘BRAKE CONTROL PIPE’.
15.03.1991 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.03.1991 Repair ‘TRAIN PIPE (END)’.
15.03.1991 Repair ‘YOKE CARRIER’.
15.03.1991 Repair ‘YOKE FOLLOWER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE SPRING’.
11.12.1991 Repair ‘BRAKE BLOCK RB101’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘STEP’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘COUPLER COMPLETE’.
26.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
26.03.1992 Repair ‘DRAFT GEAR POCKET’.
26.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1992 Repair ‘HANDRAILS END’.
26.03.1992 Repair ‘STRIKING CASTING’.
26.03.1992 Repair ‘YOKE COMPLETE’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1993 Repair ‘STRIKING CASTING’.
30.03.1993 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Repair ‘TRAIN PIPE (END)’.
28.07.1993 Repair ‘UNDERFRAME COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘BRANCH PIPE’.
11.02.1994 Repair ‘FLOOR SHEETING’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
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18.02.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1078

Details: wagon ‘AOKF 1078 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 23.06.1955
Operating System: AN
Intended Use: COAL
Remarks: EX RG
BSG Code: FSOE

Capacity of 50.5 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 29.06.1996
Last Single Car Test: 19.05.1993
Last Lift: 11.03.1980

07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRAKE PULL ROD’.
07.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1990 Repair ‘STEP’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1078 F’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BRAKE LEVER’.
18.05.1993 Repair ‘END BRAKE COCK’.
18.05.1993 Repair ‘STEP’.
18.05.1993 Repair ‘TRAIN PIPE’.
18.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1078 F’
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05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING
‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1078 F’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1079

Details: wagon ‘AOKF 1079 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 16.04.1996
Due Triple Valve: 21.10.1997
Last Triple Valve: 18.07.1989
Last Brake Cylinder: 30.03.1993
Last Single Car Test: 08.12.1993
Last Lift: 08.11.1976

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.07.1989 Repair ‘STRIKING CASTING’.
14.07.1989 Repair ‘TRAIN PIPE’.
14.07.1989 Repair ‘YOKE CARRIER’.
14.07.1989 Repair ‘YOKE COMPLETE’.
14.07.1989 Repair ‘YOKE FOLLOWER’.
18.10.1989 Repair ‘SIDE STEP’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRAKE PULL ROD’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘EMPTY LOAD VALVE’.
09.08.1990 Repair ‘FLOOR SHEETING’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1990 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘SIDE BEARER’.
05.06.1991 Repair ‘TRAIN PIPE (END)’.
05.06.1991 Repair ‘TRAIN PIPE’.
05.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘HANDRAILS END’.
07.10.1991 Repair ‘STEP’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BRANCH PIPE’.
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31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BRANCH PIPE’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘BRAKE PULL ROD’.
09.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1992 Repair ‘HANDRAILS END’.
09.06.1992 Repair ‘STEP’.
09.06.1992 Repair ‘WHEEL SET’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARERS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE LEVER’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Repair ‘YOKE CARRIER’.
12.03.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE SPRING’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘BRANCH PIPE’.
15.09.1993 Repair ‘FLOOR BOARDS’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘FLOOR SHEETING’.
01.12.1993 Repair ‘SIDE SHEET’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1081

Details: wagon ‘AOKF 1081 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.02.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.10.1995
Due Triple Valve: 16.02.1991
Last Triple Valve: 21.06.1988
Last Brake Cylinder: 16.02.1993
Last Single Car Test: 28.06.1993
Last Lift: 29.09.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘BRAKE CONTROL PIPE’.
25.03.1991 Repair ‘BRAKE PIN’.
25.03.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BRAKE PULL ROD’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘COUPLER KNUCKLE’.
16.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.09.1991 Repair ‘END BRAKE COCK’.
16.09.1991 Repair ‘END HOSE’.
16.09.1991 Repair ‘HANDRAILS END’.
16.09.1991 Repair ‘TRAIN PIPE (END)’.
16.09.1991 Repair ‘YOKE COMPLETE’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRANCH PIPE’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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19.03.1992 Repair ‘SIDE BEARER’.
19.03.1992 Repair ‘STEP’.
19.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1992 Repair ‘WEAR PLATES & SADDLES’.
19.03.1992 Repair ‘YOKE COMPLETE’.
11.08.1992 Repair ‘STEP’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BEARINGS’.
09.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1993 Repair ‘BOGIE COMPLETE’.
09.02.1993 Repair ‘BRAKE LEVER’.
09.02.1993 Repair ‘COUPLER COMPLETE’.
09.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
09.02.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1993 Repair ‘WHEEL SET’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘HANDRAILS END’.
25.06.1993 Repair ‘SIDE BEARER’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

29.04.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1084

Details: wagon ‘AOKF 1084 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.03.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 30.04.1996
Due Triple Valve: 21.12.1997
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 08.12.1993
Last Lift: 08.07.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE CONTROL PIPE’.
05.04.1990 Repair ‘BRAKE PULL ROD’.
05.04.1990 Repair ‘COUPLER KNUCKLE’.
05.04.1990 Repair ‘EMPTY LOAD VALVE’.
05.04.1990 Repair ‘SIDE BEARER’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘STEP’.
10.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Repair ‘BRAKE PULL ROD’.
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06.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.08.1990 Repair ‘FLOOR COMPLETE’.
17.08.1990 Repair ‘SIDE COMPLETE’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE PULL ROD’.
06.09.1990 Repair ‘COUPLER COMPLETE’.
06.09.1990 Repair ‘YOKE FOLLOWER’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE CONTROL PIPE’.
19.03.1991 Repair ‘BRAKE LEVER’.
19.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.03.1991 Repair ‘LADDER’.
19.03.1991 Repair ‘STEP’.
19.03.1991 Repair ‘TOP CENTRE PLATE’.
19.03.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1991 Repair ‘END COMPLETE’.
06.11.1991 Repair ‘FLOOR SHEETING’.
06.11.1991 Repair ‘SIDE SHEET’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘BRAKE LEVER’.
27.07.1992 Repair ‘BRANCH PIPE’.
27.07.1992 Repair ‘FLOOR SHEETING’.
27.07.1992 Repair ‘VEHICLE COMPLETE’.
27.07.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.08.1993 Repair ‘BODY COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1993 Repair ‘BRAKE LEVER’.
20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘FLOOR COMPLETE’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘SIDE COMPLETE’.
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20.08.1993 Repair ‘SIDE COMPLETE’.
20.08.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Repair ‘WHEEL SET’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE COMPLETE’.
25.11.1993 Repair ‘COUPLER COMPLETE’.
25.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.11.1993 Repair ‘EMPTY LOAD VALVE’.
25.11.1993 Repair ‘END BRAKE COCK’.
25.11.1993 Repair ‘END COMPLETE’.
25.11.1993 Repair ‘END HOSE’.
25.11.1993 Repair ‘TRAIN PIPE’.
25.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1993 Repair ‘YOKE COMPLETE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘END BOARDS’.
08.12.1993 Repair ‘END BOARDS’.
08.12.1993 Repair ‘SIDE BEARER’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 1085

Details: wagon ‘AOKF 1085 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 15.08.1996
Last Triple Valve: 12.05.1993
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 03.02.1994
Last Lift: 14.07.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE PULL ROD’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘DRAFT GEAR POCKET’.
09.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1990 Repair ‘SIDE BEARER’.
09.01.1990 Repair ‘YOKE COMPLETE’.
07.08.1990 Repair ‘SIDE STEP’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRAKE LEVER’.
20.06.1991 Repair ‘BRAKE PIN’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘SIDE BEARER’.
20.06.1991 Repair ‘TOP CENTRE PLATE’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
20.06.1991 Repair ‘YOKE CARRIER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.08.1991 Repair ‘TOP CENTRE PLATE’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘BRAKE CONTROL PIPE’.
02.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1991 Repair ‘HANDRAILS END’.
11.08.1992 Repair ‘STEP’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘BRAKE CONTROL PIPE’.
05.11.1992 Repair ‘BRAKE LEVER’.
05.11.1992 Repair ‘BRANCH PIPE’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE COMPLETE’.
27.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.11.1992 Repair ‘COUPLER COMPLETE’.
27.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘BRAKE LEVER’.
05.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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11.05.1993 Repair ‘BOGIE SPRING’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1993 Repair ‘TRAIN PIPE (END)’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Repair ‘WEAR PLATES & SADDLES’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
28.07.1993 Repair ‘WHEEL SET’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘HANDBRAKE HANDLE’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Repair ‘WHEEL SET’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1993 Repair ‘SIDE BEARER’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

06.09.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1090

Details: wagon ‘AOKF 1090 F’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 18.08.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 05.12.1995
Due Triple Valve: 02.08.1994
Last Brake Cylinder: 28.02.1989
Last Single Car Test: 02.08.1993
Last Lift: 17.08.1982
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

14.01.1988 Alteration complete ‘RECLASSIFY AQFY TO AQFF - RS4231 (RS3010)’. New
class: ‘AQFF’.

07.07.1989 Repair ‘END COMPLETE’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQFF 1090 R’
03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1090 R’
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘BRAKE PULL ROD’.
19.02.1990 Repair ‘LASHING POINT’.
19.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1090 R’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Repair ‘WHEEL SET’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1090 R’
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07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘EMPTY LOAD VALVE’.
07.09.1990 Repair ‘VEHICLE STENCILS’.
07.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1090 R’
07.01.1991 Repair ‘FLOOR SHEETING’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1090 R’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1090 R’
22.03.1994 Alteration complete ‘REMOVAL OF EXISTING STRENGTHENING PLATE

FROM UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A
LARGER AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING
‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

05.12.1995 Repair ‘CENTRE SILL’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQFF 1090 R’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1092

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE COMPLETE’.
19.01.1990 Repair ‘BRAKE CONTROL PIPE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘SIDE BEARER’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
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24.07.1990 Repair ‘BRAKE PULL ROD’.
24.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘COUPLER KNUCKLE’.
20.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.09.1991 Repair ‘HANDRAILS END’.
20.09.1991 Repair ‘SIDE BEARER’.
20.09.1991 Repair ‘STEP’.
20.09.1991 Repair ‘TOP CENTRE PLATE’.
20.09.1991 Repair ‘WEAR PLATES & SADDLES’.
20.09.1991 Repair ‘YOKE COMPLETE’.
20.09.1991 Repair ‘YOKE PIN’.
20.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1992 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BODY COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE CONTROL PIPE’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘COUPLER COMPLETE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BRAKE LEVER’.
28.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1993 Repair ‘TOP CENTRE PLATE’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
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06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM03)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

AOKF 1095

Details: wagon ‘AOKF 1095 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 22.08.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 01.08.1996
Last Triple Valve: 05.11.1993
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 16.12.1993
Last Lift: 02.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘SIDE BEARER’.
22.09.1989 Repair ‘TOP CENTRE PLATE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRANCH PIPE’.
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12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘HANDBRAKE HANDLE’.
12.02.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRAKE PULL ROD’.
19.07.1991 Repair ‘COUPLER COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRANCH PIPE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘STEP’.
17.09.1991 Repair ‘TOP CENTRE PLATE’.
17.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1991 Repair ‘YOKE CARRIER’.
17.09.1991 Repair ‘YOKE COMPLETE’.
17.09.1991 Repair ‘YOKE FOLLOWER’.
17.09.1991 Repair ‘YOKE PIN’.
17.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘COUPLER COMPLETE’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘TRAIN PIPE’.
17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Repair ‘YOKE PIN’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘END BRAKE COCK’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘TRAIN PIPE (END)’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.10.1993 Repair ‘UNDERFRAME COMPLETE’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1993 Repair ‘BRAKE BLOCK RB95’.
16.12.1993 Repair ‘BRAKE PULL ROD’.
16.12.1993 Repair ‘COUPLER COMPLETE’.
16.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.12.1993 Repair ‘EMPTY LOAD VALVE’.
16.12.1993 Repair ‘TRAIN PIPE (END)’.
16.12.1993 Repair ‘UNDERFRAME COMPLETE’.
16.12.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

18.08.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1099

Details: wagon ‘AOKF 1099 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.10.1995
Last Triple Valve: 13.04.1989
Last Single Car Test: 26.11.1993
Last Lift: 10.07.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘BRAKE PULL ROD’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
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14.02.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘VEHICLE COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRAKE LEVER’.
03.04.1990 Repair ‘COUPLER COMPLETE’.
03.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1990 Repair ‘SIDE BEARER’.
03.04.1990 Repair ‘TOP CENTRE PLATE’.
03.04.1990 Repair ‘YOKE COMPLETE’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BRAKE BLOCK RB95’.
04.05.1990 Repair ‘TRAIN PIPE’.
17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘COUPLER COMPLETE’.
17.08.1990 Repair ‘YOKE CARRIER’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘BRANCH PIPE’.
26.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1990 Repair ‘YOKE COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘FLOOR COMPLETE’.
23.01.1991 Repair ‘FLOOR COMPLETE’.
23.01.1991 Repair ‘FLOOR SHEETING’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘YOKE CARRIER’.
14.08.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BODY COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘BRAKE PULL ROD’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘HANDRAILS END’.
13.11.1991 Repair ‘STEP’.
13.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘TRAIN PIPE (END)’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1992 Repair ‘END COMPLETE’.
17.02.1992 Repair ‘FLOOR COMPLETE’.
17.02.1992 Repair ‘SIDE COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘STEP’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘BRAKE LEVER’.
17.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1993 Repair ‘STEP’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘BRAKE PULL ROD’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
18.05.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘HOSE FITTINGS’.
15.07.1993 Repair ‘NYLON HOSE’.
15.07.1993 Repair ‘SIDE BEARER’.
15.07.1993 Repair ‘TRAIN PIPE (END)’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER

2909



2. TIMS GROUP INFORMATION - WAGONS

AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1100

Details: wagon ‘AOKF 1100 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 18.08.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 21.06.1996
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 12.07.1989
Last Single Car Test: 16.12.1993
Last Lift: 25.10.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.
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04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘STEP’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1990 Repair ‘YOKE CARRIER’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Repair ‘BOGIE COMPLETE’.
12.11.1990 Repair ‘BRAKE LEVER’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘DRAFT GEAR POCKET’.
06.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.06.1991 Repair ‘STEP’.
06.06.1991 Repair ‘YOKE CARRIER’.
06.06.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘HANDRAILS END’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘BRAKE LEVER’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘COUPLER KNUCKLE’.
07.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1991 Repair ‘HANDRAILS END’.
07.10.1991 Repair ‘STEP’.
07.10.1991 Repair ‘YOKE COMPLETE’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
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14.05.1992 Repair ‘BRAKE BLOCK RB95’.
14.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE LEVER’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BRAKE LEVER’.
04.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.05.1993 Repair ‘HANDBRAKE HANDLE’.
04.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.05.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Repair ‘WHEEL SET’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1993 Repair ‘BOGIE WEAR PLATES’.
07.09.1993 Repair ‘BRAKE LEVER’.
07.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘BRAKE LEVER’.
16.12.1993 Repair ‘BRANCH PIPE’.
16.12.1993 Repair ‘COUPLER COMPLETE’.
16.12.1993 Repair ‘END BRAKE COCK’.
16.12.1993 Repair ‘END HOSE’.
16.12.1993 Repair ‘TRAIN PIPE (END)’.
16.12.1993 Repair ‘TRAIN PIPE’.
16.12.1993 Repair ‘YOKE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1102

Details: wagon ‘AOKF 1102 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 15.06.1956
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Due Triple Valve: 27.01.1994
Last Triple Valve: 21.11.1991
Last Brake Cylinder: 27.01.1993
Last Single Car Test: 27.01.1993
Last Lift: 19.01.1983
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQFF 1102 Q’

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1102 Q’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1102 Q’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE CONTROL PIPE’.
20.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1102 Q’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘VEHICLE STENCILS’.
09.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1102 Q’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BEARINGS’.
18.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1993 Repair ‘VEHICLE STENCILS’.
18.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1102 Q’
22.03.1994 Alteration complete ‘REMOVAL OF EXISTING STRENGTHENING PLATE

FROM UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A
LARGER AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING
‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

05.12.1995 Repair ‘CENTRE SILL’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQFF 1102 Q’
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM05)’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 1103

Details: wagon ‘AOKF 1103 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 09.11.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 22.02.1996
Due Triple Valve: 01.02.1993
Last Triple Valve: 07.05.1991
Last Brake Cylinder: 10.02.1993
Last Single Car Test: 19.10.1993
Last Lift: 11.03.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Repair ‘YOKE COMPLETE’.
21.11.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.11.1989 Repair ‘STEP’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
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30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Repair ‘SIDE BEARER’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1991 Repair ‘YOKE PIN’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BRAKE LEVER’.
11.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1991 Repair ‘STEP’.
11.07.1991 Repair ‘YOKE COMPLETE’.
11.07.1991 Repair ‘YOKE PIN’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
28.01.1992 Repair ‘STEP’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘STEP’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE CONTROL PIPE’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Repair ‘WHEEL SET’.

2916



2.107. Wagon classification starting with ‘AOK’

08.02.1993 Repair ‘WHEEL SET’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘END HOSE’.
20.04.1993 Repair ‘TRAIN PIPE (END)’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘TRAIN PIPE (END)’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

18.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1104

Details: wagon ‘AOKF 1104 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 19.09.1955
Operating System: AN
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Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 24.04.1996
Last Triple Valve: 20.01.1994
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 20.01.1994
Last Lift: 24.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.01.1990 Repair ‘HANDRAILS END’.
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BOGIE COMPLETE’.
28.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1990 Repair ‘TRAIN PIPE (END)’.
01.04.1990 Repair ‘AXLEBOX’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘BRAKE PULL ROD’.
26.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.04.1990 Repair ‘END BRAKE COCK’.
26.04.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘BRAKE PULL ROD’.
08.05.1990 Repair ‘TOP CENTRE PLATE’.
08.05.1990 Repair ‘YOKE CARRIER’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘COUPLER COMPLETE’.
22.06.1990 Repair ‘DRAFT GEAR POCKET’.
22.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.06.1990 Repair ‘END HOSE’.
22.06.1990 Repair ‘STRIKING CASTING’.
22.06.1990 Repair ‘TOP CENTRE PLATE’.
22.06.1990 Repair ‘TRAIN PIPE’.
22.06.1990 Repair ‘YOKE COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘HANDBRAKE HANDLE’.
25.09.1990 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1991 Repair ‘COUPLER COMPLETE’.
03.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1991 Repair ‘END HOSE’.
03.07.1991 Repair ‘HANDRAILS END’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘BRAKE PULL ROD’.
19.08.1991 Repair ‘HANDRAILS END’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1992 Repair ‘BRAKE BLOCK RB95’.
21.02.1992 Repair ‘BRAKE LEVER’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘HANDRAILS END’.
21.02.1992 Repair ‘STEP’.
21.02.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE CONTROL PIPE’.
20.05.1992 Repair ‘CARD OR CLIP HOLDER’.
20.05.1992 Repair ‘HANDRAILS END’.
20.05.1992 Repair ‘STEP’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘STEP’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘BRAKE CONTROL PIPE’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘DRAFT GEAR POCKET’.
27.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Repair ‘FLOOR SHEETING’.
10.12.1992 Repair ‘HANDRAILS END’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE LEVER’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BRAKE CONTROL PIPE’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.01.1994 Repair ‘TOP CENTRE PLATE’.
20.01.1994 Repair ‘UNDERFRAME COMPLETE’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

08.12.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1105

Details: wagon ‘AOKF 1105 X’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 184
Date Built: 12.10.1955
Operating System: AN
Intended Use: COAL
Remarks: EX AQFF
BSG Code: FSOE

Capacity of 50.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 29.06.1996
Due Triple Valve: 18.12.1991
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 18.12.1990
Last Lift: 03.12.1987
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘BRAKE PULL ROD’.
19.02.1990 Repair ‘LASHING POINT’.
19.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOKF 1105 X’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1990 Repair ‘VEHICLE STENCILS’.
25.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOKF 1105 X’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOKF 1105 X’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.12.1990 Repair ‘BOGIE BEARINGS’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOKF 1105 X’
01.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOKF 1105 X’
03.05.1991 Repair ‘DOOR LOCK MECHANISM’.
03.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOKF 1105 X’
05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING

‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

24.10.1995 Repair ‘CENTRE SILL’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE RECLASSIFY’.
24.10.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOKF 1105 X’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1107

Details: wagon ‘AOKF 1107 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 06.10.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 17.07.1996
Due Triple Valve: 01.06.1993
Last Triple Valve: 14.10.1988
Last Brake Cylinder: 27.07.1990
Last Single Car Test: 01.02.1994
Last Lift: 01.10.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘BRAKE PULL ROD’.
29.09.1989 Repair ‘DRAFT GEAR POCKET’.
29.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘SIDE BEARER’.
29.09.1989 Repair ‘STEP’.
29.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1989 Repair ‘YOKE CARRIER’.
29.09.1989 Repair ‘YOKE COMPLETE’.
21.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
01.04.1990 Repair ‘AXLEBOX’.
09.05.1990 Repair ‘BOGIE SPRING’.
09.05.1990 Repair ‘STEP’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘BRANCH PIPE’.
27.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1991 Repair ‘SIDE BEARER’.
27.03.1991 Repair ‘STEP’.
27.03.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.05.1991 Repair ‘STEP’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Repair ‘STEP’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE CONTROL PIPE’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1992 Repair ‘BRAKE PULL ROD’.
27.07.1992 Repair ‘COUPLER COMPLETE’.
27.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.07.1992 Repair ‘EMPTY LOAD VALVE’.
27.07.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
27.07.1992 Repair ‘SIDE BEARER’.
27.07.1992 Repair ‘TOP CENTRE PLATE’.
27.07.1992 Repair ‘TRAIN PIPE (END)’.
27.07.1992 Repair ‘WEAR PLATES & SADDLES’.
27.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BEARINGS’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE PULL ROD’.
01.02.1994 Repair ‘COUPLER KNUCKLE’.
01.02.1994 Repair ‘TRAIN PIPE (END)’.
01.02.1994 Repair ‘TRAIN PIPE’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
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AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1110

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘BRAKE PULL ROD’.
30.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1989 Repair ‘SIDE BEARER’.
30.09.1989 Repair ‘TOP CENTRE PLATE’.
30.09.1989 Repair ‘YOKE CARRIER’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE SPRING’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘BRANCH PIPE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
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15.03.1990 Repair ‘DRAFT GEAR POCKET’.
15.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘RELAY VALVE’.
15.03.1990 Repair ‘SIDE BEARER’.
15.03.1990 Repair ‘TRAIN PIPE (END)’.
15.03.1990 Repair ‘YOKE CARRIER’.
15.03.1990 Repair ‘YOKE COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRANCH PIPE’.
24.09.1990 Repair ‘STEP’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
15.09.1991 Repair ‘STEP’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARERS’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘BRAKE CONTROL PIPE’.
05.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘YOKE CARRIER’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
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WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1111

Details: wagon ‘AOKF 1111 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 07.03.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 06.10.1995
Last Triple Valve: 15.09.1989
Last Brake Cylinder: 05.11.1993
Last Single Car Test: 05.11.1993
Last Lift: 10.03.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.09.1989 Repair ‘COUPLER COMPLETE’.
14.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1989 Repair ‘DRAFT GEAR POCKET’.
14.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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14.09.1989 Repair ‘YOKE COMPLETE’.
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE PULL ROD’.
15.12.1989 Repair ‘COUPLER KNUCKLE’.
15.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRAKE PULL ROD’.
03.04.1990 Repair ‘SIDE BEARER’.
03.04.1990 Repair ‘STEP’.
03.04.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘TOP CENTRE PLATE’.
07.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRANCH PIPE’.
04.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘COUPLER COMPLETE’.
01.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.03.1991 Repair ‘YOKE COMPLETE’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1991 Repair ‘SIDE BEARER’.
14.06.1991 Repair ‘STEP’.
14.06.1991 Repair ‘TOP CENTRE PLATE’.
14.06.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Repair ‘YOKE FOLLOWER’.
14.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
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LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.07.1992 Repair ‘HANDRAILS END’.
31.07.1992 Repair ‘STEP’.
31.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1992 Repair ‘YOKE CARRIER’.
31.07.1992 Repair ‘YOKE COMPLETE’.
31.07.1992 Repair ‘YOKE PIN’.
31.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘TOP CENTRE PLATE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.10.1993 Repair ‘UNDERFRAME COMPLETE’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

05.08.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
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16.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1114

Details: wagon ‘AOKF 1114 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 26.05.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 01.08.1996
Last Triple Valve: 07.02.1989
Last Brake Cylinder: 30.03.1993
Last Single Car Test: 19.10.1993
Last Lift: 13.11.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

21.08.1989 Repair ‘STEP’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE ADAPTER’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRAKE LEVER’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘ISOLATING COCK’.
23.01.1990 Repair ‘STEP’.
23.01.1990 Repair ‘TOP CENTRE PLATE’.
23.01.1990 Repair ‘YOKE COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘TOP CENTRE PLATE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1991 Repair ‘END SILL’.
25.10.1991 Repair ‘HANDRAILS’.
25.10.1991 Repair ‘STEP’.
25.10.1991 Repair ‘TOP CENTRE PLATE’.
25.10.1991 Repair ‘WEAR PLATES & SADDLES’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘CARD OR CLIP HOLDER’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1992 Repair ‘SIDE BEARER’.
23.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Repair ‘WEAR PLATES & SADDLES’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND
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‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1993 Repair ‘SIDE BEARER’.
10.03.1993 Repair ‘TRAIN PIPE’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘END SHEETING’.
15.04.1993 Repair ‘FLOOR SHEETING’.
15.04.1993 Repair ‘TRAIN PIPE (END)’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘END HOSE’.
14.10.1993 Repair ‘FLOOR SHEETING’.
14.10.1993 Repair ‘TRAIN PIPE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

18.04.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1116

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
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NUMBERS) (RS4273)’. New class: ‘AOKF’.
30.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1989 Repair ‘WEAR PLATES & SADDLES’.
30.09.1989 Repair ‘YOKE CARRIER’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘BRANCH PIPE’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘BRAKE LEVER’.
26.04.1990 Repair ‘BRANCH PIPE’.
26.04.1990 Repair ‘COUPLER COMPLETE’.
26.04.1990 Repair ‘SIDE BEARER’.
26.04.1990 Repair ‘TOP CENTRE PLATE’.
26.04.1990 Repair ‘YOKE COMPLETE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRANCH PIPE’.
04.04.1991 Repair ‘DRAFT GEAR POCKET’.
04.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.04.1991 Repair ‘SIDE BEARER’.
04.04.1991 Repair ‘WEAR PLATES & SADDLES’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1991 Repair ‘BRAKE LEVER’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE LEVER’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
04.09.1991 Repair ‘COUPLER KNUCKLE’.
04.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1991 Repair ‘HANDRAILS END’.
04.09.1991 Repair ‘SIDE BEARER’.
04.09.1991 Repair ‘TOP CENTRE PLATE’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Repair ‘YOKE CARRIER’.
04.09.1991 Repair ‘YOKE PIN’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1992 Repair ‘BOGIE COMPLETE’.

2933



2. TIMS GROUP INFORMATION - WAGONS

17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘HANDRAILS END’.
17.02.1992 Repair ‘STEP’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘BRAKE LEVER’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘STRIKING CASTING’.
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BEARINGS’.
24.03.1993 Repair ‘TOP CENTRE PLATE’.
18.08.1993 Repair ‘BOGIE SPRING’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE COMPLETE’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1119

Details: wagon ‘AOKF 1119 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 31.08.1955
Operating System: AN
Intended Use: COAL
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BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 01.07.1996
Last Triple Valve: 10.12.1992
Last Brake Cylinder: 27.04.1989
Last Single Car Test: 15.11.1993
Last Lift: 01.10.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘STEP’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1990 Repair ‘SIDE BEARER’.
06.02.1990 Repair ‘STEP’.
06.02.1990 Repair ‘YOKE CARRIER’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘SIDE BEARER’.
01.10.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE LEVER’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.06.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
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16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE PULL ROD’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1992 Repair ‘DRAFT GEAR POCKET’.
16.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1992 Repair ‘HANDRAILS END’.
16.03.1992 Repair ‘SIDE BEARER’.
16.03.1992 Repair ‘SIDE STEP’.
16.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1992 Repair ‘YOKE CARRIER’.
16.03.1992 Repair ‘YOKE PIN’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘BRAKE PULL ROD’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
24.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1992 Repair ‘SIDE BEARER’.
24.08.1992 Repair ‘STEP’.
24.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1992 Repair ‘YOKE CARRIER’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Repair ‘BRAKE PULL ROD’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1992 Repair ‘DRAFT GEAR POCKET’.
03.12.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BEARINGS’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BRAKE PULL ROD’.
19.05.1993 Repair ‘SIDE BEARER’.
19.05.1993 Repair ‘TRAIN PIPE (END)’.
19.05.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Repair ‘WHEEL SET’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘TRAIN PIPE’.
02.11.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
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AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1120

Details: wagon ‘AOKF 1120 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 03.11.1955
Operating System: AN
Intended Use: COAL
Remarks: EX AQFF
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 17.07.1996
Due Triple Valve: 18.12.1991
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 18.12.1990
Last Lift: 22.01.1987
Cont Connector Type:] B
Cont Max Slots: 2
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15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1120 Y’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1120 Y’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.12.1990 Repair ‘BRANCH PIPE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1120 Y’
05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING

‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQFF 1120 Y’
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM05)’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1121

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.
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22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘DRAFT GEAR POCKET’.
22.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1989 Repair ‘END SHEETING’.
22.09.1989 Repair ‘END SILL’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘STRIKING CASTING’.
22.09.1989 Repair ‘YOKE COMPLETE’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1990 Repair ‘TOP CENTRE PLATE’.
13.03.1990 Repair ‘YOKE COMPLETE’.
01.04.1990 Repair ‘AXLEBOX’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘BRAKE LEVER’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.05.1990 Repair ‘TOP CENTRE PLATE’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.08.1990 Repair ‘LADDER’.
22.08.1990 Repair ‘SIDE SHEET’.
22.08.1990 Repair ‘STEP’.
22.08.1990 Repair ‘WEAR PLATES & SADDLES’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘STEP’.
19.06.1991 Repair ‘YOKE COMPLETE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘BRAKE PULL ROD’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1991 Repair ‘DRAFT GEAR POCKET’.
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29.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘YOKE CARRIER’.
29.08.1991 Repair ‘YOKE COMPLETE’.
29.08.1991 Repair ‘YOKE FOLLOWER’.
29.08.1991 Repair ‘YOKE PIN’.
29.08.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
08.10.1991 Repair ‘STEP’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE PULL ROD’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.12.1991 Repair ‘STEP’.
16.12.1991 Repair ‘TRAIN PIPE (END)’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BOGIE COMPLETE’.
16.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘TOP CENTRE PLATE’.
16.09.1992 Repair ‘VEHICLE COMPLETE’.
16.09.1992 Repair ‘WHEEL SET’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1993 Repair ‘BRAKE PULL ROD’.
02.11.1993 Repair ‘COUPLER COMPLETE’.
02.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.11.1993 Repair ‘TRAIN PIPE (END)’.
02.11.1993 Repair ‘UNDERFRAME COMPLETE’.
02.11.1993 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.

AOKF 1124

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘BRAKE PULL ROD’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘DRAFT GEAR POCKET’.
25.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.01.1990 Repair ‘STEP’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.02.1991 Repair ‘END BRAKE COCK’.
26.02.1991 Repair ‘END HOSE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘COUPLER COMPLETE’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘SIDE BEARER’.
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Repair ‘YOKE CARRIER’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE BEARINGS’.
15.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1992 Repair ‘BRAKE PULL ROD’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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15.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1992 Repair ‘SIDE BEARER’.
15.07.1992 Repair ‘WEAR PLATES & SADDLES’.
15.07.1992 Repair ‘WHEEL SET’.
15.07.1992 Repair ‘WHEEL SET’.
15.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘BRAKE LEVER’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘SIDE BEARER’.
08.10.1992 Repair ‘TOP CENTRE PLATE’.
08.10.1992 Repair ‘YOKE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE LEVER’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Repair ‘YOKE COMPLETE’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘BRAKE PULL ROD’.
21.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1993 Repair ‘TRAIN PIPE (END)’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘STEP’.
10.08.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE LEVER’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘WHEEL SET’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1125

Details: wagon ‘AOKF 1125 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.04.1996
Last Triple Valve: 02.08.1993
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 02.08.1993
Last Lift: 30.09.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
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03.10.1989 Repair ‘BRAKE CONTROL PIPE’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Repair ‘YOKE COMPLETE’.
31.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.10.1989 Repair ‘HANDRAILS END’.
07.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1990 Repair ‘YOKE CARRIER’.
08.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘BRAKE CONTROL PIPE’.
18.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1991 Repair ‘TRAIN PIPE (END)’.
18.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE LEVER’.
24.04.1991 Repair ‘DOOR COVERING’.
24.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘BRANCH PIPE’.
16.01.1992 Repair ‘HANDRAILS END’.
16.01.1992 Repair ‘SIDE BEARER’.
16.01.1992 Repair ‘STEP’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE CONTROL PIPE’.
08.04.1992 Repair ‘BRAKE LEVER’.
08.04.1992 Repair ‘BRANCH PIPE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘TRAIN PIPE’.
11.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
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26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1993 Repair ‘BOGIE COMPLETE’.
26.03.1993 Repair ‘BRAKE LEVER’.
26.03.1993 Repair ‘END BRAKE COCK’.
26.03.1993 Repair ‘TRAIN PIPE (END)’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.07.1993 Repair ‘BRANCH PIPE’.
28.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘HANDRAILS END’.
28.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

02.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1228

Details: wagon ‘AOKF 1228 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 23.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Last Triple Valve: 26.11.1993
Last Brake Cylinder: 08.09.1989
Last Single Car Test: 26.11.1993
Last Lift: 21.01.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BOGIE SPRING’.
07.09.1989 Repair ‘DRAFT GEAR POCKET’.
07.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1989 Repair ‘SIDE SHEET’.
07.09.1989 Repair ‘SIDE STEP’.
07.09.1989 Repair ‘TOP CENTRE PLATE’.
07.09.1989 Repair ‘TRAIN PIPE (END)’.
07.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1989 Repair ‘WEAR PLATES & SADDLES’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘SIDE BEARER’.
30.03.1990 Repair ‘TOP CENTRE PLATE’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘DOOR COMPLETE’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.02.1991 Repair ‘BRAKE PULL ROD’.
06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.02.1991 Repair ‘SIDE BEARER’.
06.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.05.1991 Repair ‘END COMPLETE’.
06.05.1991 Repair ‘FLOOR COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE PULL ROD’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘DRAFT GEAR POCKET’.
27.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1991 Repair ‘SIDE BEARER’.
27.06.1991 Repair ‘STEP’.
27.06.1991 Repair ‘TRAIN PIPE (END)’.
27.06.1991 Repair ‘TRAIN PIPE’.
27.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1991 Repair ‘DOOR COVERING’.
25.07.1991 Repair ‘SIDE BEARER’.
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Repair ‘WEAR PLATES & SADDLES’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE CONTROL PIPE’.
13.02.1992 Repair ‘BRAKE LEVER’.
13.02.1992 Repair ‘BRANCH PIPE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1992 Repair ‘HANDRAILS END’.
13.02.1992 Repair ‘SIDE BEARER’.
05.03.1992 Repair ‘END BRAKE COCK’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
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06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1992 Repair ‘STEP’.
06.05.1992 Repair ‘YOKE COMPLETE’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘BODY COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘BRANCH PIPE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘END BRAKE COCK’.
29.10.1992 Repair ‘END HOSE’.
29.10.1992 Repair ‘STEP’.
29.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1992 Repair ‘YOKE CARRIER’.
29.10.1992 Repair ‘YOKE COMPLETE’.
29.10.1992 Repair ‘YOKE FOLLOWER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BODY COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1993 Repair ‘BRAKE LEVER’.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘BRANCH PIPE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘TOP CENTRE PLATE’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘WHEEL SET’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘UNDERFRAME COMPLETE’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER

2948



2.107. Wagon classification starting with ‘AOK’

AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1229

Details: wagon ‘AOKF 1229 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 08.06.1956
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 15.04.1996
Due Triple Valve: 14.12.1997
Last Triple Valve: 19.06.1989
Last Brake Cylinder: 10.01.1994
Last Single Car Test: 10.01.1994
Last Lift: 29.06.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

18.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.01.1990 Repair ‘SIDE BEARER’.
25.01.1990 Repair ‘TRAIN PIPE (END)’.
25.01.1990 Repair ‘YOKE CARRIER’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1990 Repair ‘STEP’.
06.03.1991 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
18.10.1991 Repair ‘STEP’.
18.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1992 Repair ‘HANDRAILS END’.
10.01.1992 Repair ‘SIDE BEARER’.
10.01.1992 Repair ‘STEP’.
10.01.1992 Repair ‘TOP CENTRE PLATE’.
10.01.1992 Repair ‘TRAIN PIPE’.
10.01.1992 Repair ‘YOKE CARRIER’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE PULL ROD’.
29.01.1992 Repair ‘HANDRAILS END’.
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29.01.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘BRAKE PULL ROD’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘SIDE BEARER’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1992 Repair ‘BRAKE PULL ROD’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.05.1992 Repair ‘HANDRAILS END’.
26.05.1992 Repair ‘SIDE BEARER’.
26.05.1992 Repair ‘STANCHION’.
26.05.1992 Repair ‘STEP’.
26.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘BRAKE BLOCK RB95’.
26.01.1993 Repair ‘BRAKE PULL ROD’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Repair ‘WHEEL SET’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘BRAKE LEVER’.
02.04.1993 Repair ‘STEP’.
02.04.1993 Repair ‘WHEEL SET’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘VEHICLE COMPLETE’.
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19.10.1993 Repair ‘WHEEL SET’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘COUPLER KNUCKLE’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1994 Repair ‘TRAIN PIPE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.03.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1230

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
01.10.1989 Repair ‘STEP’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘STEP’.
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10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘YOKE CARRIER’.
10.05.1990 Repair ‘YOKE COMPLETE’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘STEP’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘SIDE BEARER’.
15.03.1991 Repair ‘TRAIN PIPE (END)’.
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1991 Repair ‘STEP’.
10.07.1991 Repair ‘YOKE PIN’.
10.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
15.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘TRAIN PIPE (END)’.
18.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘STEP’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1992 Repair ‘SIDE BEARER’.
30.06.1992 Repair ‘TRAIN PIPE’.
30.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1992 Repair ‘WEAR PLATES & SADDLES’.
30.06.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1992 Repair ‘BOGIE COMPLETE’.
02.09.1992 Repair ‘BRAKE LEVER’.
02.09.1992 Repair ‘BRANCH PIPE’.
02.09.1992 Repair ‘END HOSE’.

2953



2. TIMS GROUP INFORMATION - WAGONS

02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘BRANCH PIPE’.
13.11.1992 Repair ‘CENTRE SILL’.
13.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1992 Repair ‘DRAFT GEAR POCKET’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Repair ‘SIDE BEARER’.
13.11.1992 Repair ‘STEP’.
13.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1992 Repair ‘YOKE CARRIER’.
13.11.1992 Repair ‘YOKE COMPLETE’.
13.11.1992 Repair ‘YOKE FOLLOWER’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Repair ‘TOP CENTRE PLATE’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘EMPTY LOAD VALVE’.
18.01.1993 Repair ‘SIDE BEARER’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
10.05.1993 Repair ‘SIDE BEARER’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘COUPLER COMPLETE’.
05.01.1994 Repair ‘DRAFT GEAR POCKET’.
05.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.01.1994 Repair ‘TRAIN PIPE (END)’.
05.01.1994 Repair ‘UNDERFRAME COMPLETE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘WEAR PLATES & SADDLES’.
05.01.1994 Repair ‘YOKE COMPLETE’.
05.01.1994 Repair ‘YOKE FOLLOWER’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
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03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1239

Details: wagon ‘AOKF 1239 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.06.1955
Operating System: AN
Intended Use: COAL
Remarks: EX GHA
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 05.06.1996
Last Triple Valve: 03.09.1993
Last Brake Cylinder: 29.06.1990
Last Single Car Test: 10.01.1994
Last Lift: 27.09.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.06.1990 Repair ‘BRAKE LEVER’.
26.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1990 Repair ‘TRAIN PIPE (END)’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRANCH PIPE’.
27.02.1991 Repair ‘COUPLER COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.02.1991 Repair ‘SIDE BEARER’.
27.02.1991 Repair ‘SIDE SHEET’.
27.02.1991 Repair ‘STEP’.
27.02.1991 Repair ‘TRAIN PIPE (END)’.
27.02.1991 Repair ‘WEAR PLATES & SADDLES’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE PULL ROD’.
19.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1991 Repair ‘FLOOR SHEETING’.
19.08.1991 Repair ‘SIDE SHEET’.
19.08.1991 Repair ‘STEP’.
19.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1991 Repair ‘STEP’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BRAKE PULL ROD’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.10.1991 Repair ‘STEP’.
04.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1991 Repair ‘YOKE CARRIER’.
04.10.1991 Repair ‘YOKE COMPLETE’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BEARERS’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
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22.09.1992 Repair ‘BRAKE PULL ROD’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Repair ‘VEHICLE COMPLETE’.
25.11.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘BRAKE CONTROL PIPE’.
02.03.1993 Repair ‘BRAKE PULL ROD’.
02.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.03.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘YOKE CARRIER’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BOGIE SPRING’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘BRANCH PIPE’.
24.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.08.1993 Repair ‘SIDE BEARER’.
24.08.1993 Repair ‘TOP CENTRE PLATE’.
24.08.1993 Repair ‘TRAIN PIPE’.
24.08.1993 Repair ‘UNDERFRAME COMPLETE’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘BRAKE BLOCK RB95’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

08.11.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS (SAPM02)’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1240

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘BRANCH PIPE’.
12.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1990 Repair ‘YOKE CARRIER’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1991 Repair ‘STEP’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘HANDRAILS END’.
01.11.1991 Repair ‘STEP’.
01.11.1991 Repair ‘TRAIN PIPE (END)’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘BRAKE BLOCK RB95’.
30.06.1992 Repair ‘BRAKE LEVER’.
30.06.1992 Repair ‘TRAIN PIPE (END)’.
30.06.1992 Repair ‘VEHICLE COMPLETE’.
30.06.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE LEVER’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘BRANCH PIPE’.
24.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.05.1993 Repair ‘END HOSE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘TRAIN PIPE (END)’.
24.05.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1993 Repair ‘YOKE FOLLOWER’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘BRAKE PIN’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘END HOSE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1242

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

18.10.1989 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1990 Repair ‘BOGIE COMPLETE’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘BRANCH PIPE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BOLSTER’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘BRANCH PIPE’.
12.06.1992 Repair ‘TRAIN PIPE (END)’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Repair ‘YOKE CARRIER’.
18.08.1993 Repair ‘BOGIE SPRING’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1993 Repair ‘BRAKE LEVER’.
13.09.1993 Repair ‘BRANCH PIPE’.
13.09.1993 Repair ‘SIDE BEARER’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
13.09.1993 Repair ‘YOKE PIN’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE PULL ROD’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
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10.02.1994 Repair ‘UNDERFRAME COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1243

Details: wagon ‘AOKF 1243 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 09.02.1996
Due Triple Valve: 07.12.1993
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 16.09.1993
Last Single Car Test: 10.02.1994
Last Lift: 08.12.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.
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22.08.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Repair ‘BRAKE LEVER’.
07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘BRAKE CONTROL PIPE’.
24.05.1990 Repair ‘SIDE BEARER’.
24.05.1990 Repair ‘TOP CENTRE PLATE’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PULL ROD’.
27.08.1990 Repair ‘DRAFT GEAR POCKET’.
27.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1990 Repair ‘STEP’.
27.08.1990 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘BRAKE PULL ROD’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1991 Repair ‘STEP’.
02.08.1991 Repair ‘YOKE CARRIER’.
15.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE SPRING’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘HANDRAILS END’.
17.12.1991 Repair ‘STEP’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BRAKE PULL ROD’.
17.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.03.1992 Repair ‘YOKE COMPLETE’.
08.05.1992 Repair ‘WHEEL SET’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE LEVER’.
23.07.1992 Repair ‘VEHICLE COMPLETE’.
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01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1992 Repair ‘YOKE CARRIER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘BRAKE PULL ROD’.
03.02.1993 Repair ‘BRANCH PIPE’.
03.02.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1993 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘CENTRE SILL’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1993 Repair ‘BOGIE COMPLETE’.
13.09.1993 Repair ‘BRAKE LEVER’.
13.09.1993 Repair ‘DRAFT GEAR POCKET’.
13.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
13.09.1993 Repair ‘SIDE BEARER’.
13.09.1993 Repair ‘TRAIN PIPE’.
13.09.1993 Repair ‘UNDERFRAME COMPLETE’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘UNDERFRAME COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

15.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 1244

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRANCH PIPE’.
07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.07.1989 Repair ‘WEAR PLATES & SADDLES’.
07.07.1989 Repair ‘YOKE COMPLETE’.
07.07.1989 Repair ‘YOKE FOLLOWER’.
07.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
20.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘TRAIN PIPE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘BRAKE PULL ROD’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘TRAIN PIPE (END)’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘BRAKE LEVER’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.12.1991 Repair ‘LADDER’.
18.12.1991 Repair ‘STEP’.
18.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1991 Repair ‘YOKE COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘CARD OR CLIP HOLDER’.
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30.06.1992 Repair ‘CENTRE SILL’.
30.06.1992 Repair ‘COUPLER COMPLETE’.
30.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.06.1992 Repair ‘DRAFT GEAR POCKET’.
30.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1992 Repair ‘WHEEL SET’.
30.06.1992 Repair ‘YOKE COMPLETE’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BEARINGS’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BEARERS’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE PULL ROD’.
14.09.1993 Repair ‘SIDE BEARER’.
14.09.1993 Repair ‘TOP CENTRE PLATE’.
14.09.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BRAKE CONTROL PIPE’.
26.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1249

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY

2965



2. TIMS GROUP INFORMATION - WAGONS

EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BEARERS’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRANCH PIPE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘BRAKE PULL ROD’.
31.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.05.1991 Repair ‘END BRAKE COCK’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
31.05.1991 Repair ‘YOKE CARRIER’.
31.05.1991 Repair ‘YOKE COMPLETE’.
31.05.1991 Repair ‘YOKE FOLLOWER’.
31.05.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Repair ‘STEP’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE PULL ROD’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘TRAIN PIPE’.
16.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1993 Repair ‘BRAKE BLOCK RB95’.
28.01.1993 Repair ‘BRAKE LEVER’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BRAKE PULL ROD’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘BRANCH PIPE’.
24.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1993 Repair ‘STEP’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘WEAR PLATES & SADDLES’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘UNDERFRAME COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1258

Details: wagon ‘AOKF 1258 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 15.06.1955
Operating System: AN
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Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 30.11.1995
Last Triple Valve: 11.04.1990
Last Brake Cylinder: 17.06.1993
Last Single Car Test: 17.01.1994
Last Lift: 01.07.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BOLSTER’.
12.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1989 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘CARD OR CLIP HOLDER’.
10.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.04.1990 Repair ‘COUPLER COMPLETE’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Repair ‘SIDE BEARER’.
10.04.1990 Repair ‘STEP’.
10.04.1990 Repair ‘TOP CENTRE PLATE’.
10.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Repair ‘YOKE COMPLETE’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘STEP’.
19.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1991 Repair ‘SIDE BEARER’.
24.07.1991 Repair ‘YOKE FOLLOWER’.
24.07.1991 Repair ‘YOKE PIN’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE BLOCK RB95’.
21.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
21.04.1992 Repair ‘COUPLER COMPLETE’.
21.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.04.1992 Repair ‘HANDRAILS END’.
21.04.1992 Repair ‘STEP’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BRAKE LEVER’.
28.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BODY COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
18.05.1993 Repair ‘TOP CENTRE PLATE’.
18.05.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘CENTRE SILL’.
17.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.06.1993 Repair ‘VEHICLE COMPLETE’.
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19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1993 Repair ‘UNDERFRAME COMPLETE’.
19.10.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘WHEEL SET’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Repair ‘BRAKE PULL ROD’.
17.01.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1259

Details: wagon ‘AOKF 1259 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
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Date Built: 13.06.1956
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 06.11.1995
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 09.09.1993
Last Lift: 01.12.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

18.10.1989 Repair ‘STEP’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘BRAKE PULL ROD’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘SIDE BEARER’.
12.02.1991 Repair ‘TOP CENTRE PLATE’.
12.02.1991 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘CENTRE SILL’.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1991 Repair ‘YOKE PIN’.
08.10.1991 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE CONTROL PIPE’.
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14.01.1992 Repair ‘BRAKE LEVER’.
14.01.1992 Repair ‘BRAKE PULL ROD’.
14.01.1992 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘SIDE STEP’.
14.01.1992 Repair ‘STEP’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE CONTROL PIPE’.
12.06.1992 Repair ‘BRANCH PIPE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE PULL ROD’.
05.11.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BRANCH PIPE’.
03.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
03.05.1993 Repair ‘TRAIN PIPE (END)’.
03.05.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BRAKE BLOCK RB95’.
31.08.1993 Repair ‘SIDE BEARER’.
31.08.1993 Repair ‘TRAIN PIPE (END)’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Repair ‘WHEEL SET’.
31.08.1993 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

12.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 1260

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘BRAKE CONTROL PIPE’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘DRAFT GEAR POCKET’.
13.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.10.1989 Repair ‘SIDE BEARER’.
13.10.1989 Repair ‘TOP CENTRE PLATE’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1990 Repair ‘STEP’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.03.1991 Repair ‘DRAFT GEAR POCKET’.
26.03.1991 Repair ‘SIDE BEARER’.
26.03.1991 Repair ‘STEP’.
26.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1991 Repair ‘YOKE CARRIER’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
10.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1991 Repair ‘HANDRAILS END’.
10.12.1991 Repair ‘STEP’.
10.12.1991 Repair ‘YOKE CARRIER’.
10.12.1991 Repair ‘YOKE COMPLETE’.
10.12.1991 Repair ‘YOKE FOLLOWER’.
10.12.1991 Repair ‘YOKE PIN’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1992 Repair ‘YOKE COMPLETE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BODY COMPLETE’.
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE BLOCK RB95’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘BRANCH PIPE’.
28.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.07.1993 Repair ‘TRAIN PIPE (END)’.
28.07.1993 Repair ‘TRAIN PIPE’.
28.07.1993 Repair ‘UNDERFRAME COMPLETE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
28.07.1993 Repair ‘WHEEL SET’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1261

Details: wagon ‘AOKF 1261 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
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Date Built: 21.05.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 21.05.1996
Last Triple Valve: 13.02.1989
Last Brake Cylinder: 01.02.1994
Last Single Car Test: 01.02.1994
Last Lift: 11.03.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘DRAFT GEAR POCKET’.
30.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1989 Repair ‘STEP’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘FLOOR COMPLETE’.
24.01.1990 Repair ‘SIDE MEMBER’.
24.01.1990 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
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03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1991 Repair ‘HANDRAILS END’.
03.10.1991 Repair ‘TRAIN PIPE (END)’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BRAKE PULL ROD’.
23.01.1992 Repair ‘DRAFT GEAR POCKET’.
23.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1992 Repair ‘YOKE CARRIER’.
23.01.1992 Repair ‘YOKE COMPLETE’.
23.01.1992 Repair ‘YOKE FOLLOWER’.
23.01.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘BRAKE PULL ROD’.
03.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1992 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BEARINGS’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘SIDE BEARER’.
04.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘WEAR PLATES & SADDLES’.
04.08.1992 Repair ‘WHEEL SET’.
04.08.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘DRAFT GEAR POCKET’.
24.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.09.1992 Repair ‘END COMPLETE’.
24.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRANCH PIPE’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BODY COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
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20.07.1993 Repair ‘BRAKE PULL ROD’.
20.07.1993 Repair ‘BRANCH PIPE’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE LEVER’.
01.02.1994 Repair ‘BRANCH PIPE’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1994 Repair ‘WHEEL SET’.
01.02.1994 Repair ‘YOKE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

06.12.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1262

Details: wagon ‘AOKF 1262 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
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Diagram Book Page No.: NS 197
Date Built: 06.10.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.01.1996
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 15.12.1992
Last Single Car Test: 05.07.1993
Last Lift: 14.12.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1989 Repair ‘YOKE CARRIER’.
04.01.1990 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE SPRING’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘STEP’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
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02.08.1991 Repair ‘BRAKE LEVER’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.08.1991 Repair ‘STEP’.
02.08.1991 Repair ‘YOKE CARRIER’.
02.08.1991 Repair ‘YOKE COMPLETE’.
02.08.1991 Repair ‘YOKE PIN’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘BRAKE BLOCK RB95’.
06.12.1991 Repair ‘HANDRAILS END’.
06.12.1991 Repair ‘STEP’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE SPRING’.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘TOP CENTRE PLATE’.
16.12.1991 Repair ‘TRAIN PIPE (END)’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE PULL ROD’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘END FRAME MEMBER’.
18.03.1992 Repair ‘SIDE BEARER’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BRAKE PULL ROD’.
02.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1992 Repair ‘SIDE BEARER’.
02.07.1992 Repair ‘TRAIN PIPE (END)’.
02.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1992 Repair ‘YOKE CARRIER’.
02.07.1992 Repair ‘YOKE COMPLETE’.
02.07.1992 Repair ‘YOKE FOLLOWER’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘BRANCH PIPE’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Repair ‘SIDE BEARER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
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13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1993 Repair ‘BRAKE LEVER’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.05.1993 Repair ‘VEHICLE COMPLETE’.
13.05.1993 Repair ‘WHEEL SET’.
13.05.1993 Repair ‘YOKE CARRIER’.
13.05.1993 Repair ‘YOKE PIN’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘DRAFT GEAR POCKET’.
02.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1993 Repair ‘STEP’.
02.07.1993 Repair ‘TOP CENTRE PLATE’.
02.07.1993 Repair ‘TOP CENTRE PLATE’.
02.07.1993 Repair ‘TRAIN PIPE (END)’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

04.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1267

Details: wagon ‘AOKF 1267 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 30.05.1956
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 05.10.1995
Last Triple Valve: 13.03.1989
Last Brake Cylinder: 05.01.1993
Last Single Car Test: 10.08.1993
Last Lift: 27.07.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘BRAKE PULL ROD’.
11.05.1990 Repair ‘BRANCH PIPE’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1990 Repair ‘STEP’.
11.05.1990 Repair ‘TRAIN PIPE (END)’.
11.05.1990 Repair ‘YOKE COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘BRAKE LEVER’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1990 Repair ‘YOKE CARRIER’.
21.08.1990 Repair ‘YOKE COMPLETE’.
21.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘BRAKE PULL ROD’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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15.01.1991 Repair ‘STEP’.
15.01.1991 Repair ‘TRAIN PIPE (END)’.
15.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1991 Repair ‘EMPTY LOAD VALVE’.
02.10.1991 Repair ‘HANDRAILS END’.
02.10.1991 Repair ‘SIDE BEARER’.
02.10.1991 Repair ‘TOP CENTRE PLATE’.
02.10.1991 Repair ‘TRAIN PIPE (END)’.
02.10.1991 Repair ‘YOKE COMPLETE’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE PULL ROD’.
08.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1992 Repair ‘WHEEL SET’.
08.01.1992 Repair ‘YOKE CARRIER’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘BRAKE PULL ROD’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1992 Repair ‘SIDE BEARER’.
10.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Repair ‘WEAR PLATES & SADDLES’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘YOKE COMPLETE’.
29.05.1992 Repair ‘YOKE PIN’.
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29.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BOGIE COMPLETE’.
17.12.1992 Repair ‘BRAKE PULL ROD’.
17.12.1992 Repair ‘BRANCH PIPE’.
17.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1992 Repair ‘END HOSE’.
17.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1992 Repair ‘SIDE BEARER’.
17.12.1992 Repair ‘TRAIN PIPE’.
17.12.1992 Repair ‘WHEEL SET’.
17.12.1992 Repair ‘YOKE CARRIER’.
17.12.1992 Repair ‘YOKE COMPLETE’.
17.12.1992 Repair ‘YOKE FOLLOWER’.
17.12.1992 Repair ‘YOKE PIN’.
17.12.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BODY COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1993 Repair ‘BRAKE PULL ROD’.
18.05.1993 Repair ‘DRAFT GEAR POCKET’.
18.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.05.1993 Repair ‘TRAIN PIPE (END)’.
18.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1993 Repair ‘VEHICLE COMPLETE’.
18.05.1993 Repair ‘YOKE CARRIER’.
18.05.1993 Repair ‘YOKE FOLLOWER’.
18.05.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘UNDERFRAME COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

06.05.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
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11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM02)’.

05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1269

Details: wagon ‘AOKF 1269 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 18.02.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 29.06.1996
Due Triple Valve: 01.06.1997
Last Triple Valve: 14.01.1992
Last Brake Cylinder: 01.11.1989
Last Single Car Test: 18.01.1994
Last Lift: 16.09.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
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IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE PULL ROD’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘STEP’.
05.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BRAKE PULL ROD’.
31.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘SIDE BEARER’.
31.10.1989 Repair ‘TOP CENTRE PLATE’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Repair ‘TRAIN PIPE’.
31.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
08.06.1990 Repair ‘BRANCH PIPE’.
08.08.1990 Repair ‘STEP’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BRAKE PULL ROD’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE CONTROL PIPE’.
19.06.1991 Repair ‘BRAKE LEVER’.
19.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRAKE PULL ROD’.
13.01.1992 Repair ‘BRANCH PIPE’.
13.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.01.1992 Repair ‘STEP’.
13.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1992 Repair ‘YOKE FOLLOWER’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
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22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.06.1992 Repair ‘END COMPLETE’.
22.06.1992 Repair ‘SIDE BEARER’.
22.06.1992 Repair ‘TOP CENTRE PLATE’.
22.06.1992 Repair ‘WHEEL SET’.
22.06.1992 Repair ‘YOKE FOLLOWER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE LEVER’.
03.03.1993 Repair ‘SIDE BEARER’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Repair ‘BRAKE LEVER’.
17.08.1993 Repair ‘BRANCH PIPE’.
17.08.1993 Repair ‘STEP’.
17.08.1993 Repair ‘TOP CENTRE PLATE’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘WHEEL SET’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘TRAIN PIPE (END)’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

25.03.1994 Repair ‘COUPLER COMPLETE’.
25.03.1994 Repair ‘COUPLER KNUCKLE’.
25.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1271

Details: wagon ‘AOKF 1271 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 11.03.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 05.06.1996
Last Triple Valve: 22.06.1992
Last Brake Cylinder: 30.03.1993
Last Single Car Test: 16.09.1993
Last Lift: 27.06.1991

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE PULL ROD’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
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07.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘STEP’.
22.05.1990 Repair ‘TRAIN PIPE (END)’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1990 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

18.10.1991 Repair ‘STEP’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1992 Repair ‘EMPTY LOAD VALVE’.
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Repair ‘TRAIN PIPE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE CONTROL PIPE’.
12.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1992 Repair ‘TRAIN PIPE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BEARINGS’.
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

28.10.1994 Repair ‘VEHICLE COMPLETE’.
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11.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1276

Details: wagon ‘AOKF 1276 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 04.03.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 06.11.1995
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 13.07.1993
Last Lift: 01.02.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

2989



2. TIMS GROUP INFORMATION - WAGONS

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE COMPLETE’.
13.12.1989 Repair ‘BRAKE PULL ROD’.
13.12.1989 Repair ‘BRANCH PIPE’.
13.12.1989 Repair ‘TOP CENTRE PLATE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.05.1990 Repair ‘HANDRAILS END’.
24.05.1990 Repair ‘TOP CENTRE PLATE’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE CONTROL PIPE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DRAFT GEAR POCKET’.
21.06.1991 Repair ‘SIDE BEARER’.
21.06.1991 Repair ‘YOKE COMPLETE’.
21.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BRAKE CONTROL PIPE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Repair ‘HANDRAILS END’.
05.09.1991 Repair ‘YOKE COMPLETE’.
30.09.1991 Repair ‘STEP’.
06.01.1992 Repair ‘BRANCH PIPE’.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘BRAKE PULL ROD’.
11.09.1992 Repair ‘BRANCH PIPE’.
11.09.1992 Repair ‘COUPLER COMPLETE’.
11.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1992 Repair ‘SIDE BEARER’.
11.09.1992 Repair ‘STEP’.
11.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1992 Repair ‘YOKE CARRIER’.
11.09.1992 Repair ‘YOKE COMPLETE’.
11.09.1992 Repair ‘YOKE FOLLOWER’.
11.09.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BRANCH PIPE’.
19.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1993 Repair ‘TOP CENTRE PLATE’.
19.05.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1993 Repair ‘BRAKE PULL ROD’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.07.1993 Repair ‘TRAIN PIPE (END)’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

07.04.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1277

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRANCH PIPE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘NYLON HOSE’.
01.11.1989 Repair ‘SIDE COMPLETE’.
01.11.1989 Repair ‘STEP’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.01.1991 Repair ‘YOKE CARRIER’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.02.1991 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BOGIE SPRING’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1991 Repair ‘FLOOR SHEETING’.
24.04.1991 Repair ‘SIDE BEARER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
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03.07.1991 Repair ‘COUPLER COMPLETE’.
03.07.1991 Repair ‘DRAFT GEAR POCKET’.
03.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.07.1991 Repair ‘YOKE CARRIER’.
03.07.1991 Repair ‘YOKE COMPLETE’.
03.07.1991 Repair ‘YOKE FOLLOWER’.
03.07.1991 Repair ‘YOKE PIN’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘FLOOR SHEETING’.
24.07.1991 Repair ‘SIDE BEARER’.
24.07.1991 Repair ‘TOP CENTRE PLATE’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘BRAKE PULL ROD’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRAKE PULL ROD’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Repair ‘STEP’.
17.09.1991 Repair ‘TRAIN PIPE (END)’.
17.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Repair ‘BRAKE PULL ROD’.
11.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1991 Repair ‘FLOOR COMPLETE’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE LEVER’.
16.01.1992 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.01.1992 Repair ‘HANDRAILS END’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Repair ‘SIDE BEARER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Repair ‘VEHICLE STENCILS’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1992 Repair ‘BRAKE PULL ROD’.
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27.05.1992 Repair ‘SIDE BEARER’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Repair ‘WHEEL SET’.
17.06.1992 Repair ‘BODY COMPLETE’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘BRAKE LEVER’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
24.08.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1992 Repair ‘BRANCH PIPE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE PULL ROD’.
03.02.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1279

Details: wagon ‘AOKF 1279 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 01.03.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 15.08.1996
Due Triple Valve: 05.02.1991
Last Triple Valve: 06.04.1992
Last Brake Cylinder: 01.09.1992
Last Single Car Test: 03.09.1993
Last Lift: 26.08.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BEARERS’.
30.01.1990 Repair ‘BOGIE SPRING’.
30.01.1990 Repair ‘BRAKE PULL ROD’.
30.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1990 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘BRAKE LEVER’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE COMPLETE’.
16.08.1991 Repair ‘STEP’.
16.08.1991 Repair ‘TOP CENTRE PLATE’.
16.08.1991 Repair ‘YOKE PIN’.
28.01.1992 Repair ‘STEP’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1992 Repair ‘END SHEETING’.
03.04.1992 Repair ‘HANDRAILS END’.
03.04.1992 Repair ‘SIDE MEMBER’.
03.04.1992 Repair ‘STEP’.
03.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1992 Repair ‘YOKE CARRIER’.
03.04.1992 Repair ‘YOKE PIN’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘AXLEBOX’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘COUPLER COMPLETE’.
16.06.1992 Repair ‘DRAFT GEAR POCKET’.
16.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Repair ‘YOKE COMPLETE’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1992 Repair ‘BOGIE COMPLETE’.
27.08.1992 Repair ‘BRAKE PULL ROD’.
27.08.1992 Repair ‘COUPLER COMPLETE’.
27.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
27.08.1992 Repair ‘VEHICLE COMPLETE’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BEARERS’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘END COMPLETE’.
20.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND
‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.

10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘BRAKE LEVER’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BODY COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘TRAIN PIPE (END)’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BRAKE LEVER’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1993 Repair ‘DRAFT GEAR POCKET’.
25.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.08.1993 Repair ‘FLOOR COMPLETE’.
25.08.1993 Repair ‘SIDE BEARER’.
25.08.1993 Repair ‘STEP’.
25.08.1993 Repair ‘STRIKING CASTING’.
25.08.1993 Repair ‘TOP CENTRE PLATE’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘YOKE PIN’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

02.09.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 1283

Details: wagon ‘AOKF 1283 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 25.10.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 01.03.1996
Last Triple Valve: 19.06.1989
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 07.12.1993
Last Lift: 10.12.1987

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRANCH PIPE’.
09.05.1990 Repair ‘BOGIE SPRING’.
09.08.1990 Repair ‘STEP’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Alteration complete ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3

‘AQSY’, 3 ‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’
CENTRE PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

18.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1991 Repair ‘BRAKE CONTROL PIPE’.
18.08.1991 Repair ‘COUPLER KNUCKLE’.
18.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1991 Repair ‘TRAIN PIPE (END)’.
18.08.1991 Repair ‘WEAR PLATES & SADDLES’.
18.08.1991 Repair ‘YOKE CARRIER’.
18.08.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
07.10.1991 Repair ‘STEP’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1992 Repair ‘HANDRAILS END’.
12.03.1992 Repair ‘SIDE BEARER’.
12.03.1992 Repair ‘STEP’.
12.03.1992 Repair ‘TOP CENTRE PLATE’.
12.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Repair ‘YOKE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BRAKE PULL ROD’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1992 Repair ‘BRAKE PULL ROD’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1993 Repair ‘BRAKE PULL ROD’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
12.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.07.1993 Repair ‘BOGIE BEARERS’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘BRAKE BLOCK RB95’.
02.07.1993 Repair ‘BRAKE LEVER’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BRAKE LEVER’.
02.12.1993 Repair ‘COUPLER COMPLETE’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
02.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Repair ‘YOKE CARRIER’.
02.12.1993 Repair ‘YOKE PIN’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

06.07.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1284

Details: wagon ‘AOKF 1284 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 21.11.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Last Brake Cylinder: 19.07.1993
Last Single Car Test: 28.09.1993
Last Lift: 19.11.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE COMPLETE’.
12.10.1990 Repair ‘BRAKE LEVER’.
12.10.1990 Repair ‘BRAKE PIN’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Repair ‘COUPLER COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1990 Repair ‘SIDE BEARER’.
12.10.1990 Repair ‘TOP CENTRE PLATE’.
12.10.1990 Repair ‘YOKE CARRIER’.
12.10.1990 Repair ‘YOKE COMPLETE’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘COUPLER COMPLETE’.
06.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1992 Repair ‘DRAFT GEAR POCKET’.
06.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘STEP’.
06.04.1992 Repair ‘WEAR PLATES & SADDLES’.
06.04.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Repair ‘SIDE BEARER’.
10.12.1992 Repair ‘TRAIN PIPE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRANCH PIPE’.
16.04.1993 Repair ‘TRAIN PIPE (END)’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE CONTROL PIPE’.
15.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Repair ‘YOKE COMPLETE’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.09.1993 Repair ‘UNDERFRAME COMPLETE’.
24.09.1993 Repair ‘VEHICLE COMPLETE’.
24.09.1993 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

21.04.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
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13.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1286

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1990 Repair ‘HANDRAILS END’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.01.1990 Repair ‘DRAFT GEAR POCKET’.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘YOKE COMPLETE’.
28.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Repair ‘SIDE BEARER’.
13.09.1990 Repair ‘TOP CENTRE PLATE’.
19.08.1991 Repair ‘STEP’.
19.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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01.10.1991 Repair ‘STEP’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘BOGIE SPRING’.
11.12.1991 Repair ‘BRAKE LEVER’.
11.12.1991 Repair ‘BRAKE PULL ROD’.
11.12.1991 Repair ‘COUPLER COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1991 Repair ‘END BRAKE COCK’.
11.12.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘STEP’.
11.12.1991 Repair ‘YOKE CARRIER’.
11.12.1991 Repair ‘YOKE PIN’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1992 Repair ‘BRAKE PULL ROD’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘SIDE BEARER’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BODY COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Repair ‘BRAKE LEVER’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1993 Repair ‘BRAKE LEVER’.
13.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
13.09.1993 Repair ‘TRAIN PIPE’.
13.09.1993 Repair ‘UNDERFRAME COMPLETE’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
13.09.1993 Repair ‘WHEEL SET’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘BRANCH PIPE’.
23.11.1993 Repair ‘TOP CENTRE PLATE’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM02)’.

06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL
WAGONS (SAPM03)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

AOKF 1287

Details: wagon ‘AOKF 1287 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 27.02.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 28.08.1996
Last Triple Valve: 11.04.1988
Last Brake Cylinder: 11.04.1988
Last Single Car Test: 28.09.1993
Last Lift: 01.12.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘BOGIE WEAR PLATES’.
15.01.1990 Repair ‘BRAKE CONTROL PIPE’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
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15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘YOKE CARRIER’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘BRANCH PIPE’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘END HOSE’.
29.05.1991 Repair ‘STEP’.
29.05.1991 Repair ‘TRAIN PIPE’.
29.05.1991 Repair ‘YOKE CARRIER’.
29.05.1991 Repair ‘YOKE FOLLOWER’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.06.1991 Repair ‘STEP’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Repair ‘YOKE COMPLETE’.
06.06.1991 Repair ‘YOKE PIN’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘BRAKE PULL ROD’.
29.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.08.1991 Repair ‘TOP CENTRE PLATE’.
01.10.1991 Repair ‘STEP’.
21.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.02.1993 Repair ‘TOP CENTRE PLATE’.
03.02.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1993 Repair ‘WHEEL SET’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COUPLER COMPLETE’.
23.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BODY COMPLETE’.
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17.06.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BEARERS’.
16.07.1993 Repair ‘BOGIE COMPLETE’.
16.07.1993 Repair ‘COUPLER COMPLETE’.
16.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.07.1993 Repair ‘TRAIN PIPE (END)’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BEARERS’.
23.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1289

Details: wagon ‘AOKF 1289 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.11.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 26.04.1996
Last Triple Valve: 10.12.1992
Last Single Car Test: 10.08.1993
Last Lift: 01.03.1984

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘BRANCH PIPE’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘BRANCH PIPE’.
14.12.1989 Repair ‘YOKE CARRIER’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘BRANCH PIPE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
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12.12.1991 Repair ‘HANDRAILS END’.
12.12.1991 Repair ‘ISOLATING COCK’.
12.12.1991 Repair ‘STEP’.
12.12.1991 Repair ‘WEAR PLATES & SADDLES’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE LEVER’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Repair ‘YOKE COMPLETE’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
07.12.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BRAKE LEVER’.
26.05.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

18.11.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1292

Details: wagon ‘AOKF 1292 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 29.05.1956
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 20.08.1996
Last Triple Valve: 28.07.1992
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 26.11.1993
Last Lift: 11.04.1984

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘CENTRE SILL’.
03.11.1989 Repair ‘COUPLER COMPLETE’.
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03.11.1989 Repair ‘DRAFT GEAR POCKET’.
03.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.11.1989 Repair ‘END HOSE’.
03.11.1989 Repair ‘END SILL’.
03.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1989 Repair ‘SIDE BEARER’.
03.11.1989 Repair ‘STEP’.
03.11.1989 Repair ‘STRIKING CASTING’.
03.11.1989 Repair ‘TOP CENTRE PLATE’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.
03.11.1989 Repair ‘TRAIN PIPE’.
03.11.1989 Repair ‘YOKE CARRIER’.
03.11.1989 Repair ‘YOKE COMPLETE’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘YOKE COMPLETE’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘TOP CENTRE PLATE’.
23.01.1990 Repair ‘YOKE COMPLETE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘BOGIE SPRING’.
30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘SIDE BEARER’.
30.05.1990 Repair ‘STEP’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘TRAIN PIPE (END)’.
10.05.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
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03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Repair ‘SIDE BEARER’.
03.09.1991 Repair ‘WEAR PLATES & SADDLES’.
18.10.1991 Repair ‘STEP’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BRAKE PULL ROD’.
09.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1992 Repair ‘STEP’.
09.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Repair ‘YOKE CARRIER’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
10.05.1992 Repair ‘WHEEL SET’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘BRANCH PIPE’.
24.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘BRAKE LEVER’.
18.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.02.1993 Repair ‘EMPTY LOAD VALVE’.
18.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
28.07.1993 Repair ‘YOKE COMPLETE’.
24.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
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24.11.1993 Repair ‘YOKE PIN’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

04.08.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1293

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.10.1989 Repair ‘DRAFT GEAR POCKET’.
03.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1989 Repair ‘SIDE BEARER’.
03.10.1989 Repair ‘STEP’.
03.10.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Repair ‘WEAR PLATES & SADDLES’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘BRAKE PULL ROD’.
01.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.06.1990 Repair ‘SIDE BEARER’.
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01.06.1990 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘BRANCH PIPE’.
04.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.03.1991 Repair ‘ISOLATING COCK’.
04.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Repair ‘YOKE CARRIER’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1991 Repair ‘HANDRAILS END’.
18.10.1991 Repair ‘STEP’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘HANDRAILS END’.
16.12.1991 Repair ‘TRAIN PIPE (END)’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1992 Repair ‘STEP’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BRAKE PULL ROD’.
02.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.12.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BODY COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.04.1993 Repair ‘DRAFT GEAR POCKET’.
30.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1993 Repair ‘SIDE BEARER’.
30.04.1993 Repair ‘TRAIN PIPE (END)’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘COUPLER COMPLETE’.
08.07.1993 Repair ‘HANDRAILS END’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.10.1993 Repair ‘COUPLER COMPLETE’.
12.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.10.1993 Repair ‘TRAIN PIPE (END)’.
12.10.1993 Repair ‘UNDERFRAME COMPLETE’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1296

Details: wagon ‘AOKF 1296 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.09.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.05.1996
Last Triple Valve: 29.07.1991
Last Brake Cylinder: 12.10.1993
Last Single Car Test: 11.02.1994
Last Lift: 04.02.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

03.04.1990 Repair ‘BOGIE SPRING’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BEARERS’.
29.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘DRAFT GEAR POCKET’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘END BRAKE COCK’.
29.07.1991 Repair ‘END COMPLETE’.
29.07.1991 Repair ‘END HOSE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘TOP CENTRE PLATE’.
29.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘CARD OR CLIP HOLDER’.
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30.07.1991 Repair ‘CENTRE SILL’.
30.07.1991 Repair ‘END FRAME MEMBER’.
30.07.1991 Repair ‘END SHEETING’.
30.07.1991 Repair ‘END SILL’.
30.07.1991 Repair ‘FLOOR SHEETING’.
30.07.1991 Repair ‘FLOOR SUPPORT’.
30.07.1991 Repair ‘HANDRAILS END’.
30.07.1991 Repair ‘LADDER’.
30.07.1991 Repair ‘SIDE BEARER’.
30.07.1991 Repair ‘SIDE BEARER’.
30.07.1991 Repair ‘SIDE MEMBER’.
30.07.1991 Repair ‘SIDE SHEET’.
30.07.1991 Repair ‘SIDE SILL’.
30.07.1991 Repair ‘STEP’.
30.07.1991 Repair ‘STRIKING CASTING’.
30.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘TRANSOM’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘COUPLER COMPLETE’.
17.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1992 Repair ‘HANDRAILS END’.
17.01.1992 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘BOGIE WEAR PLATES’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘BRAKE PULL ROD’.
28.01.1993 Repair ‘BRANCH PIPE’.
28.01.1993 Repair ‘END HOSE’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRAKE PULL ROD’.
01.04.1993 Repair ‘BRANCH PIPE’.
01.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1993 Repair ‘SIDE BEARER’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘BRAKE PULL ROD’.
06.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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06.10.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘UNDERFRAME COMPLETE’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

12.10.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1297

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
01.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘BRAKE PULL ROD’.
01.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.02.1990 Repair ‘DRAFT GEAR POCKET’.
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01.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1990 Repair ‘STEP’.
01.02.1990 Repair ‘TOP CENTRE PLATE’.
01.02.1990 Repair ‘YOKE FOLLOWER’.
08.08.1990 Repair ‘STEP’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘FLOOR COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘BRAKE PULL ROD’.
13.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘COUPLER COMPLETE’.
05.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.09.1991 Repair ‘STEP’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1992 Repair ‘FLOOR SHEETING’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BRAKE BLOCK RB95’.
09.03.1992 Repair ‘FLOOR SHEETING’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Repair ‘TOP CENTRE PLATE’.
20.03.1992 Repair ‘YOKE COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE PULL ROD’.
22.07.1992 Repair ‘END COMPLETE’.
22.07.1992 Repair ‘FLOOR COMPLETE’.
22.07.1992 Repair ‘SIDE COMPLETE’.
22.07.1992 Repair ‘TRAIN PIPE’.
22.07.1992 Repair ‘VEHICLE COMPLETE’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BOGIE COMPLETE’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
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24.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
24.02.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Repair ‘BODY COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BRANCH PIPE’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘WHEEL SET’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘COUPLER COMPLETE’.
11.11.1993 Repair ‘TOP CENTRE PLATE’.
11.11.1993 Repair ‘TRAIN PIPE (END)’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Repair ‘WHEEL SET’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1298

Details: wagon ‘AOKF 1298 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.06.1955
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Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 16.07.1996
Due Triple Valve: 31.07.1990
Last Triple Valve: 16.11.1988
Last Brake Cylinder: 05.07.1991
Last Single Car Test: 10.02.1994
Last Lift: 20.12.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE LEVER’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘YOKE COMPLETE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘SIDE BEARER’.
16.01.1990 Repair ‘WEAR PLATES & SADDLES’.
16.01.1990 Repair ‘YOKE CARRIER’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.09.1990 Repair ‘FLOOR SHEETING’.
05.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘FLOOR SHEETING’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘BRAKE CONTROL PIPE’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘SIDE BEARER’.
03.04.1991 Repair ‘STEP’.
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03.04.1991 Repair ‘TOP CENTRE PLATE’.
03.04.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Repair ‘SIDE BEARER’.
04.07.1991 Repair ‘WEAR PLATES & SADDLES’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1991 Repair ‘TRAIN PIPE (END)’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘FLOOR SHEETING’.
30.09.1991 Repair ‘STEP’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.10.1991 Repair ‘SIDE BEARER’.
24.10.1991 Repair ‘STEP’.
24.10.1991 Repair ‘YOKE CARRIER’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BODY COMPLETE’.
30.01.1992 Repair ‘END COMPLETE’.
30.01.1992 Repair ‘FLOOR COMPLETE’.
30.01.1992 Repair ‘SIDE COMPLETE’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘BRAKE LEVER’.
06.04.1992 Repair ‘TRAIN PIPE (END)’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
17.06.1992 Repair ‘BODY COMPLETE’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1992 Repair ‘BRAKE CONTROL PIPE’.
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06.07.1992 Repair ‘BRAKE PULL ROD’.
06.07.1992 Repair ‘BRANCH PIPE’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
06.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1992 Repair ‘YOKE COMPLETE’.
06.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.02.1994 Repair ‘SIDE BEARER’.
10.02.1994 Repair ‘WHEEL SET’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

21.04.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 1301

Details: wagon ‘AOKF 1301 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 17.10.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 19.08.1996
Due Triple Valve: 01.03.1994
Last Triple Valve: 09.09.1993
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 09.02.1994
Last Lift: 18.02.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘COUPLER COMPLETE’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘END COMPLETE’.
30.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1990 Repair ‘SIDE BEARER’.
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30.05.1990 Repair ‘SIDE COMPLETE’.
30.05.1990 Repair ‘STEP’.
30.05.1990 Repair ‘TOP CENTRE PLATE’.
30.05.1990 Repair ‘TRAIN PIPE (END)’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE CONTROL PIPE’.
16.08.1990 Repair ‘END COMPLETE’.
16.08.1990 Repair ‘STEP’.
26.09.1990 Repair ‘END BOARDS’.
26.09.1990 Repair ‘FLOOR BOARDS’.
26.09.1990 Repair ‘SIDE BOARDS’.
01.10.1990 Repair ‘BODY COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
20.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BRANCH PIPE’.
15.11.1991 Repair ‘FLOOR COMPLETE’.
15.11.1991 Repair ‘HANDRAILS END’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘BRAKE PULL ROD’.
25.02.1992 Repair ‘END COMPLETE’.
25.02.1992 Repair ‘HANDRAILS END’.
25.02.1992 Repair ‘SIDE COMPLETE’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.09.1992 Repair ‘END HOSE’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
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07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1993 Repair ‘BRAKE PULL ROD’.
07.05.1993 Repair ‘BRANCH PIPE’.
07.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.05.1993 Repair ‘DRAFT GEAR POCKET’.
07.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘SIDE BEARER’.
07.05.1993 Repair ‘STEP’.
07.05.1993 Repair ‘TRAIN PIPE’.
07.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1993 Repair ‘VEHICLE COMPLETE’.
07.05.1993 Repair ‘YOKE CARRIER’.
07.05.1993 Repair ‘YOKE COMPLETE’.
07.05.1993 Repair ‘YOKE FOLLOWER’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1993 Repair ‘BRAKE PULL ROD’.
02.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1993 Repair ‘SIDE BEARER’.
02.09.1993 Repair ‘TOP CENTRE PLATE’.
02.09.1993 Repair ‘TRAIN PIPE (END)’.
02.09.1993 Repair ‘TRAIN PIPE’.
02.09.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BRANCH PIPE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

02.08.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
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AOKF 1302

Details: wagon ‘AOKF 1302 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.10.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 14.11.1995
Last Triple Valve: 13.10.1993
Last Single Car Test: 13.10.1993
Last Lift: 30.11.1982

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE ADAPTER’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE LEVER’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1989 Repair ‘FLOOR SHEETING’.
27.09.1989 Repair ‘YOKE CARRIER’.
27.09.1989 Repair ‘YOKE COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
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09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘TOP CENTRE PLATE’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BODY COMPLETE’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘STEP’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘TOP CENTRE PLATE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘TRAIN PIPE (END)’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘END BRAKE COCK’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRAKE BLOCK RB95’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1991 Repair ‘END BRAKE COCK’.
19.12.1991 Repair ‘END SHEETING’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘SIDE BEARER’.
19.12.1991 Repair ‘SIDE SHEET’.
19.12.1991 Repair ‘STEP’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1991 Repair ‘WEAR PLATES & SADDLES’.
19.12.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.01.1992 Repair ‘HANDRAILS END’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE PULL ROD’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
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14.04.1992 Repair ‘BRAKE LEVER’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘SIDE BEARER’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Repair ‘YOKE COMPLETE’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE BLOCK RB95’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘VEHICLE COMPLETE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Repair ‘WHEEL SET’.
17.06.1992 Repair ‘BODY COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Repair ‘BRAKE PULL ROD’.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE LEVER’.
08.10.1993 Repair ‘BRANCH PIPE’.
08.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

09.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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AOKF 1303

Details: wagon ‘AOKF 1303 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 10.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 08.08.1996
Last Triple Valve: 08.01.1992
Last Brake Cylinder: 04.06.1990
Last Single Car Test: 15.11.1993
Last Lift: 03.07.1981

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BRAKE LEVER’.
01.06.1990 Repair ‘BRAKE PULL ROD’.
01.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.06.1990 Repair ‘EMPTY LOAD VALVE’.
01.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1990 Repair ‘TRAIN PIPE (END)’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
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12.06.1990 Repair ‘VEHICLE STENCILS’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘SIDE STEP’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.09.1991 Repair ‘STEP’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE CONTROL PIPE’.
07.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1992 Repair ‘END BRAKE COCK’.
07.01.1992 Repair ‘END HOSE’.
07.01.1992 Repair ‘TOP CENTRE PLATE’.
07.01.1992 Repair ‘TRAIN PIPE (END)’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.02.1992 Repair ‘END BOARDS’.
27.02.1992 Repair ‘FLOOR BOARDS’.
27.02.1992 Repair ‘SIDE BOARDS’.
18.08.1992 Repair ‘STEP’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BEARINGS’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘BRAKE PULL ROD’.
04.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘STEP’.
04.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1992 Repair ‘WEAR PLATES & SADDLES’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘BRANCH PIPE’.
05.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Repair ‘WHEEL SET’.
05.05.1993 Repair ‘YOKE FOLLOWER’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1993 Repair ‘BRAKE PULL ROD’.
03.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.10.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1305

Details: wagon ‘AOKF 1305 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
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Date Built: 16.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 31.01.1996
Due Triple Valve: 11.08.1990
Last Triple Valve: 14.02.1989
Last Brake Cylinder: 19.12.1989
Last Single Car Test: 16.09.1993
Last Lift: 12.10.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.08.1989 Repair ‘STEP’.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
01.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE PULL ROD’.
19.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
19.12.1989 Repair ‘DRAFT GEAR POCKET’.
19.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1989 Repair ‘STEP’.
19.12.1989 Repair ‘YOKE COMPLETE’.
19.12.1989 Repair ‘YOKE FOLLOWER’.
07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
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19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘YOKE CARRIER’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1991 Repair ‘SIDE BEARER’.
02.08.1991 Repair ‘WEAR PLATES & SADDLES’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE SPRING’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘STEP’.
17.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE BLOCK RB95’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘TRAIN PIPE’.
23.07.1992 Repair ‘VEHICLE COMPLETE’.
23.07.1992 Repair ‘WEAR PLATES & SADDLES’.
23.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1993 Repair ‘YOKE COMPLETE’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1993 Repair ‘BRAKE BLOCK RB95’.
07.05.1993 Repair ‘BRAKE PULL ROD’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1993 Repair ‘STEP’.
07.05.1993 Repair ‘VEHICLE COMPLETE’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE LEVER’.
08.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1306

Details: wagon ‘AOKF 1306 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.10.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 13.04.1996
Last Triple Valve: 19.06.1991
Last Single Car Test: 05.11.1993
Last Lift: 21.09.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1989 Repair ‘YOKE CARRIER’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRAKE CONTROL PIPE’.
18.06.1991 Repair ‘BRAKE LEVER’.
18.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘TOP CENTRE PLATE’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE PULL ROD’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘STEP’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1992 Repair ‘HANDRAILS END’.
29.05.1992 Repair ‘STEP’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND
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‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1993 Repair ‘BRAKE PULL ROD’.
21.06.1993 Repair ‘COUPLER COMPLETE’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BRAKE LEVER’.
28.10.1993 Repair ‘BRANCH PIPE’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM02)’.

04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1309

Details: wagon ‘AOKF 1309 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
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Date Built: 10.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 16.11.1995
Due Triple Valve: 04.12.1988
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 13.10.1993
Last Single Car Test: 08.12.1993
Last Lift: 25.03.1983

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1989 Repair ‘BRAKE PULL ROD’.
01.10.1989 Repair ‘NYLON HOSE’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘TOP CENTRE PLATE’.
14.11.1989 Repair ‘TRAIN PIPE’.
08.08.1990 Repair ‘SIDE STEP’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BEARERS’.
20.06.1991 Repair ‘BOGIE SPRING’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘DRAFT GEAR POCKET’.
20.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1991 Repair ‘SIDE STEP’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
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20.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘TRAIN PIPE (END)’.
01.10.1991 Repair ‘STEP’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE SPRING’.
16.12.1991 Repair ‘HANDRAILS END’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘BRAKE PULL ROD’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.04.1992 Repair ‘HANDRAILS END’.
22.04.1992 Repair ‘STEP’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Repair ‘BOGIE SPRING’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1993 Repair ‘BRAKE PULL ROD’.
31.03.1993 Repair ‘BRANCH PIPE’.
31.03.1993 Repair ‘SIDE BEARER’.
31.03.1993 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
07.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘YOKE CARRIER’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘BRAKE LEVER’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

09.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
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COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1311

Details: wagon ‘AOKF 1311 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 21.06.1955
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 13.04.1996
Due Triple Valve: 12.08.1997
Last Triple Valve: 18.07.1989
Last Single Car Test: 08.12.1993
Last Lift: 17.10.1986

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
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IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE PULL ROD’.
14.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.07.1989 Repair ‘COUPLER COMPLETE’.
14.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
29.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘DRAFT GEAR POCKET’.
29.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.05.1990 Repair ‘YOKE CARRIER’.
29.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BRAKE CONTROL PIPE’.
05.08.1991 Repair ‘BRAKE PULL ROD’.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘STEP’.
05.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘WEAR PLATES & SADDLES’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
10.09.1991 Repair ‘HANDRAILS END’.
10.09.1991 Repair ‘TRAIN PIPE (END)’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BOGIE SPRING’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1991 Repair ‘STEP’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘BRAKE PIN’.
30.03.1992 Repair ‘BRANCH PIPE’.
30.03.1992 Repair ‘SIDE BEARER’.
30.03.1992 Repair ‘WHEEL SET’.
10.05.1992 Repair ‘WHEEL SET’.

3041



2. TIMS GROUP INFORMATION - WAGONS

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.05.1992 Repair ‘BRAKE PULL ROD’.
21.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.05.1992 Repair ‘VEHICLE COMPLETE’.
26.05.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘BRAKE PULL ROD’.
17.07.1992 Repair ‘HANDRAILS END’.
17.07.1992 Repair ‘STEP’.
17.07.1992 Repair ‘WEAR PLATES & SADDLES’.
17.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘STRIKING CASTING’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BOGIE COMPLETE’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘VEHICLE COMPLETE’.
24.02.1993 Repair ‘WHEEL SET’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRANCH PIPE’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘YOKE CARRIER’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘BRANCH PIPE’.
01.12.1993 Repair ‘TRAIN PIPE (END)’.
01.12.1993 Repair ‘UNDERFRAME COMPLETE’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Repair ‘YOKE CARRIER’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
02.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

12.08.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
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11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1312

Details: wagon ‘AOKF 1312 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 29.06.1996
Last Triple Valve: 08.09.1989
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 17.01.1994
Last Lift: 29.10.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.09.1989 Repair ‘COUPLER COMPLETE’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1989 Repair ‘ISOLATING COCK’.
08.09.1989 Repair ‘YOKE PIN’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘BRAKE LEVER’.
22.01.1990 Repair ‘BRAKE PULL ROD’.
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1990 Repair ‘SIDE BEARER’.
22.01.1990 Repair ‘TOP CENTRE PLATE’.
22.01.1990 Repair ‘YOKE COMPLETE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘BRANCH PIPE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘BRANCH PIPE’.
15.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.05.1991 Repair ‘STEP’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BRANCH PIPE’.
05.12.1991 Repair ‘HANDRAILS END’.
05.12.1991 Repair ‘STEP’.
05.12.1991 Repair ‘TRAIN PIPE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
21.07.1992 Repair ‘COUPLER COMPLETE’.
21.07.1992 Repair ‘DRAFT GEAR POCKET’.
21.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1992 Repair ‘END FRAME MEMBER’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
21.07.1992 Repair ‘WHEEL SET’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1993 Repair ‘BOGIE COMPLETE’.
22.01.1993 Repair ‘BRAKE LEVER’.
22.01.1993 Repair ‘COUPLER COMPLETE’.
22.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1993 Repair ‘YOKE COMPLETE’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BRAKE BLOCK RB95’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1993 Repair ‘TRAIN PIPE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1993 Repair ‘STRIKING CASTING’.
19.10.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Repair ‘WHEEL SET’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BEARINGS’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BRAKE PULL ROD’.
17.01.1994 Repair ‘TOP CENTRE PLATE’.
17.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration complete ‘REMOVAL OF EXISTING STRENGTHENING PLATE

FROM UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A
LARGER AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

29.09.1994 Repair ‘CENTRE SILL’.
29.09.1994 Repair ‘COUPLER COMPLETE’.
29.09.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1994 Repair ‘END COMPLETE’.
29.09.1994 Repair ‘FLOOR COMPLETE’.
29.09.1994 Repair ‘SIDE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘YOKE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
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03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1313

Details: wagon ‘AOKF 1313 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 27.06.1996
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 20.01.1993
Last Single Car Test: 19.10.1993
Last Lift: 17.11.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.
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17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘BRANCH PIPE’.
07.08.1990 Repair ‘COUPLER COMPLETE’.
07.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.08.1990 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘YOKE CARRIER’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
08.10.1991 Repair ‘STEP’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1991 Repair ‘HANDRAILS END’.
06.11.1991 Repair ‘STEP’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE LEVER’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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19.01.1993 Repair ‘BRAKE PULL ROD’.
19.01.1993 Repair ‘BRANCH PIPE’.
19.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.01.1993 Repair ‘DRAFT GEAR POCKET’.
19.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1993 Repair ‘SIDE BEARER’.
19.01.1993 Repair ‘STEP’.
19.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1993 Repair ‘WHEEL SET’.
19.01.1993 Repair ‘YOKE COMPLETE’.
19.01.1993 Repair ‘YOKE FOLLOWER’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘BRAKE LEVER’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1993 Repair ‘BRAKE PULL ROD’.
27.04.1993 Repair ‘BRANCH PIPE’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘TRAIN PIPE (END)’.
27.04.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘BRAKE PULL ROD’.
08.07.1993 Repair ‘TRAIN PIPE’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘BRANCH PIPE’.
12.10.1993 Repair ‘HANDBRAKE HANDLE’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

29.04.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
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12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.
FREIGHT VEHICLES (SAPM04)’.

22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1314

Details: wagon ‘AOKF 1314 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 30.05.1958
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Fleet Grp Code: AC SA SV
Return to Service Date: 22.06.1996
Due Triple Valve: 13.08.1988
Last Triple Valve: 24.08.1992
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 05.01.1994
Last Lift: 18.01.1983

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1990 Repair ‘STEP’.
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25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘FLOOR SHEETING’.
15.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.05.1990 Repair ‘BOGIE SPRING’.
09.05.1990 Repair ‘STEP’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘BRAKE CONTROL PIPE’.
10.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1990 Repair ‘STEP’.
10.07.1990 Repair ‘YOKE COMPLETE’.
10.07.1990 Repair ‘YOKE FOLLOWER’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘END SHEETING’.
22.03.1991 Repair ‘FLOOR SHEETING’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END
HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘HANDRAILS END’.
13.03.1992 Repair ‘STEP’.
13.03.1992 Repair ‘TOP CENTRE PLATE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRAKE PULL ROD’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.05.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRANCH PIPE’.
19.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.08.1992 Repair ‘FLOOR SHEETING’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BOGIE SPRING’.
01.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1992 Repair ‘TRAIN PIPE (END)’.
01.09.1992 Repair ‘VEHICLE COMPLETE’.
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11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘DOOR COVERING’.
11.09.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BOGIE BEARERS’.
11.12.1992 Repair ‘DRAFT GEAR POCKET’.
11.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1992 Repair ‘YOKE COMPLETE’.
11.12.1992 Repair ‘YOKE FOLLOWER’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘HANDRAILS END’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘BOGIE SPRING’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER COMPLETE’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘HANDRAILS END’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘BOGIE SPRING’.
05.01.1994 Repair ‘BRAKE BLOCK RB95’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘HANDRAILS END’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS FIRST PROGRAM (SAPM01)’.

11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON
COAL WAGONS (SAPM02)’.

04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
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03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM05)’.

22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1315

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE CONTROL PIPE’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE LEVER’.
16.03.1990 Repair ‘BRANCH PIPE’.
16.03.1990 Repair ‘CARD OR CLIP HOLDER’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘SIDE BEARER’.
16.03.1990 Repair ‘STEP’.
16.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1990 Repair ‘YOKE COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘BRAKE CONTROL PIPE’.
21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.08.1990 Repair ‘DRAFT GEAR POCKET’.
21.08.1990 Repair ‘END BRAKE COCK’.
21.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1990 Repair ‘STEP’.
21.08.1990 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
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08.03.1991 Repair ‘BRAKE BLOCK RB95’.
08.03.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE CONTROL PIPE’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1991 Repair ‘DRAFT GEAR POCKET’.
04.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1991 Repair ‘END BRAKE COCK’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.07.1991 Repair ‘STEP’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1991 Repair ‘YOKE CARRIER’.
04.07.1991 Repair ‘YOKE COMPLETE’.
04.07.1991 Repair ‘YOKE FOLLOWER’.
04.07.1991 Repair ‘YOKE PIN’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
04.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1991 Repair ‘HANDRAILS END’.
04.09.1991 Repair ‘RELAY VALVE’.
04.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘STEP’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BRAKE BLOCK RB95’.
29.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1992 Repair ‘TRAIN PIPE (END)’.
29.06.1992 Repair ‘TRAIN PIPE’.
29.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1992 Repair ‘WEAR PLATES & SADDLES’.
29.06.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.03.1993 Repair ‘WHEEL SET’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BRANCH PIPE’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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25.08.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘CARD OR CLIP HOLDER’.
08.12.1993 Repair ‘END HOSE’.
08.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1993 Repair ‘HANDRAILS END’.
08.12.1993 Repair ‘STEP’.
08.12.1993 Repair ‘TOP CENTRE PLATE’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1316

Details: wagon ‘AOKF 1316 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 02.08.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 18.01.1996
Last Triple Valve: 11.01.1990
Last Brake Cylinder: 05.11.1993
Last Single Car Test: 05.11.1993
Last Lift: 30.09.1986

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.01.1990 Repair ‘SIDE BEARER’.
11.01.1990 Repair ‘YOKE CARRIER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘BRAKE PULL ROD’.
05.09.1991 Repair ‘BRANCH PIPE’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘STEP’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE LEVER’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.12.1991 Repair ‘STEP’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Repair ‘COUPLER COMPLETE’.
27.11.1992 Repair ‘SIDE BEARER’.
27.11.1992 Repair ‘TRAIN PIPE (END)’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BOGIE COMPLETE’.
19.05.1993 Repair ‘BRAKE PULL ROD’.
19.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1993 Repair ‘SIDE BEARER’.
19.05.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
28.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1317

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.
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17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE PULL ROD’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1989 Repair ‘COUPLER COMPLETE’.
17.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.11.1989 Repair ‘STEP’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE LEVER’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘STEP’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘BRAKE PULL ROD’.
27.02.1990 Repair ‘SIDE BEARER’.
05.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘BRAKE PULL ROD’.
07.02.1991 Repair ‘SIDE BEARER’.
07.02.1991 Repair ‘TRAIN PIPE’.
07.02.1991 Repair ‘YOKE CARRIER’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BRAKE PULL ROD’.
11.09.1991 Repair ‘COUPLER KNUCKLE’.
11.09.1991 Repair ‘HANDRAILS END’.
11.09.1991 Repair ‘SIDE BEARER’.
11.09.1991 Repair ‘TOP CENTRE PLATE’.
11.09.1991 Repair ‘TRAIN PIPE (END)’.
11.09.1991 Repair ‘WEAR PLATES & SADDLES’.
11.09.1991 Repair ‘YOKE CARRIER’.
11.09.1991 Repair ‘YOKE PIN’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE SPRING’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘STEP’.
17.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘STEP’.
26.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1992 Repair ‘VEHICLE COMPLETE’.
10.05.1992 Repair ‘WHEEL SET’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1992 Repair ‘BRAKE PULL ROD’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
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24.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1992 Repair ‘WHEEL SET’.
03.11.1992 Repair ‘BOGIE SPRING’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BODY COMPLETE’.
19.02.1993 Repair ‘BOGIE COMPLETE’.
19.02.1993 Repair ‘COUPLER COMPLETE’.
19.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘BRANCH PIPE’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘BRANCH PIPE’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1993 Repair ‘END BOARDS’.
17.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Repair ‘YOKE COMPLETE’.
17.12.1993 Repair ‘YOKE FOLLOWER’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BEARINGS’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.08.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.

AOKF 1319

Details: wagon ‘AOKF 1319 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 24.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 17.07.1996
Due Triple Valve: 04.05.1997
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 13.07.1993
Last Single Car Test: 03.02.1994
Last Lift: 21.02.1982

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE ADAPTER’.
04.01.1990 Repair ‘BOGIE COMPLETE’.
04.01.1990 Repair ‘BRAKE PULL ROD’.
04.01.1990 Repair ‘BRANCH PIPE’.
04.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.01.1990 Repair ‘END HOSE’.
04.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1990 Repair ‘YOKE COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE CONTROL PIPE’.
17.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘RELAY VALVE’.
17.08.1990 Repair ‘SIDE BEARER’.
17.08.1990 Repair ‘STEP’.
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17.08.1990 Repair ‘TOP CENTRE PLATE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.08.1991 Repair ‘STEP’.
15.08.1991 Repair ‘TRAIN PIPE (END)’.
22.06.1992 Repair ‘STEP’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘BRAKE PULL ROD’.
24.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1992 Repair ‘HANDRAILS END’.
24.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1992 Repair ‘SIDE BEARER’.
24.07.1992 Repair ‘TOP CENTRE PLATE’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Repair ‘WEAR PLATES & SADDLES’.
24.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE LEVER’.
03.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.11.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1993 Repair ‘BOGIE COMPLETE’.
09.07.1993 Repair ‘BRAKE PULL ROD’.
09.07.1993 Repair ‘BRANCH PIPE’.
09.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

3060



2.107. Wagon classification starting with ‘AOK’

09.07.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
09.07.1993 Repair ‘TRAIN PIPE (END)’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE CONTROL PIPE’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘SIDE BEARER’.
22.09.1993 Repair ‘UNDERFRAME COMPLETE’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘STRIKING CASTING’.
24.11.1993 Repair ‘TRAIN PIPE (END)’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BODY COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘COUPLER KNUCKLE’.
03.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
03.02.1994 Repair ‘DRAFT GEAR POCKET’.
03.02.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.02.1994 Repair ‘EMPTY LOAD VALVE’.
03.02.1994 Repair ‘SIDE BEARER’.
03.02.1994 Repair ‘TRAIN PIPE’.
03.02.1994 Repair ‘UNDERFRAME COMPLETE’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘WEAR PLATES & SADDLES’.
03.02.1994 Repair ‘YOKE CARRIER’.
03.02.1994 Repair ‘YOKE COMPLETE’.
03.02.1994 Repair ‘YOKE FOLLOWER’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

20.04.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1320

Details: wagon ‘AOKF 1320 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 13.09.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 30.04.1996
Due Triple Valve: 01.09.1988
Last Triple Valve: 17.02.1989
Last Brake Cylinder: 09.03.1993
Last Single Car Test: 25.10.1993
Last Lift: 27.11.1987

04.09.1987 Alteration ‘REMOVE VERTICAL KEY COUPLER & YOKE; REPLACE WITH
89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR WHERE
SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRANCH PIPE’.
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20.10.1989 Repair ‘END BRAKE COCK’.
20.10.1989 Repair ‘YOKE CARRIER’.
07.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRANCH PIPE’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘SIDE BEARER’.
16.08.1990 Repair ‘TOP CENTRE PLATE’.
16.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘BRANCH PIPE’.
17.04.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD
ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.

19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE
LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.

10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.01.1992 Repair ‘STEP’.
10.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1992 Repair ‘BOGIE SPRING’.
24.03.1992 Repair ‘COUPLER COMPLETE’.
24.03.1992 Repair ‘COUPLER KNUCKLE’.
24.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘TOP CENTRE PLATE’.
24.03.1992 Repair ‘YOKE COMPLETE’.
24.03.1992 Repair ‘YOKE PIN’.
10.05.1992 Repair ‘WHEEL SET’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
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24.08.1992 Repair ‘BRAKE PULL ROD’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
24.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1992 Repair ‘WHEEL SET’.
24.08.1992 Repair ‘YOKE FOLLOWER’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘BRAKE PULL ROD’.
17.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
15.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1993 Repair ‘SIDE BEARER’.
22.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1993 Repair ‘UNDERFRAME COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘YOKE CARRIER’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1321

Details: wagon ‘AOKF 1321 C’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 197
Date Built: 06.09.1954
Operating System: AN
Intended Use: COAL
Remarks: EX AQFF
BSG Code: FSOE

Capacity of 50.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 07.11.1995
Due Triple Valve: 08.07.1992
Last Brake Cylinder: 08.07.1991
Last Single Car Test: 08.07.1991
Last Lift: 18.08.1978
Cont Connector Type:] S
Cont Max Slots: 2

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1321 Y’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1990 Repair ‘BRAKE CONTROL PIPE’.
10.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1990 Repair ‘DRAFT GEAR POCKET’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
10.08.1990 Repair ‘END COMPLETE’.
10.08.1990 Repair ‘TRAIN PIPE (END)’.
10.08.1990 Repair ‘TRAIN PIPE’.
10.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1321 Y’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
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17.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1321 Y’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Repair ‘VEHICLE STENCILS’.
04.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1321 Y’
05.09.1995 Alteration complete ‘CONVERT AND RECLASSIFY THE FOLLWING

‘AQFF‘WAGONS TO ‘AOKF‘(10 WAGONS) AQFF
909,919,945,1035,1090,1102,1105,1120,1321’ CONVERT AND RECLASS RG1078
TO ‘AOKF’ (RS4919)’. New class: ‘AOKF’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

07.11.1995 Repair ‘VEHICLE RECLASSIFY’.
07.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1321 Y’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

AOKF 1322

Details: wagon ‘AOKF 1322 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 13.08.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 05.06.1996
Due Triple Valve: 19.10.1997
Last Triple Valve: 13.04.1989
Last Brake Cylinder: 11.05.1988
Last Single Car Test: 11.01.1994
Last Lift: 19.10.1987
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04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

23.07.1989 Repair ‘STEP’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRANCH PIPE’.
09.08.1989 Repair ‘STEP’.
01.10.1989 Repair ‘STEP’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘HANDBRAKE HANDLE’.
08.08.1990 Repair ‘SIDE STEP’.
03.09.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘STEP’.
17.12.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1991 Repair ‘SIDE BEARER’.
08.01.1991 Repair ‘BODY COMPLETE’.
08.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘BRAKE CONTROL PIPE’.
11.06.1991 Repair ‘BRAKE LEVER’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Alteration complete ‘FIT ADDITIONAL HAND RAIL TO THE END

HUNGRY BOARD ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
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26.07.1991 Repair ‘COUPLER COMPLETE’.
26.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.07.1991 Repair ‘YOKE COMPLETE’.
26.07.1991 Repair ‘YOKE PIN’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1991 Repair ‘HANDRAILS END’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1992 Repair ‘FLOOR SHEETING’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Repair ‘WEAR PLATES & SADDLES’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘BRAKE PULL ROD’.
08.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.04.1993 Repair ‘FLOOR COMPLETE’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.
08.04.1993 Repair ‘YOKE CARRIER’.
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘COUPLER COMPLETE’.
27.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Repair ‘END HOSE’.
27.08.1993 Repair ‘FLOOR SHEETING’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘WEAR PLATES & SADDLES’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BEARINGS’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘BRANCH PIPE’.
11.01.1994 Repair ‘UNDERFRAME COMPLETE’.
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11.01.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

19.04.1994 Repair ‘END COMPLETE’.
19.04.1994 Repair ‘FLOOR COMPLETE’.
19.04.1994 Repair ‘SIDE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

AOKF 1324

Details: wagon ‘AOKF 1324 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 197
Date Built: 28.06.1954
Operating System: AN
Intended Use: COAL
BSG Code: FSOE

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SA SV
Return to Service Date: 05.07.1996
Last Triple Valve: 27.06.1988
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 02.02.1994
Last Lift: 29.01.1981

04.09.1987 Alteration complete ‘FIT EXTENSION TO BODY TO INCREASE CAPACITY:
FIT A.A.V. VALVE TO BRAKE SYSTEM, PIPE MOUNTED WITH AF T/VALVES,
BRACKET MOUNTED WITH WF T/VALVES. GPA, GHA. (RS4219)’.

04.09.1987 Alteration complete ‘REMOVE VERTICAL KEY COUPLER & YOKE;
REPLACE WITH 89 DIA. PIN COUPLER/ YOKE. RE-USE EXISTING DRAFT GEAR
WHERE SUITABLE. MANUFACTURE AND FIT NEW CARRIERS. GHA. (RS4220)’.

17.03.1988 Alteration complete ‘FIT DEFLECTOR PLATES TO EACH END OF BODY
EXTENSION ON ALL ‘GHA’ COAL WAGONS AND RECLASSIFY TO ‘AOKF’ CLASS
IN ACCORDANCE WITH R.O.A. DETERMINATION (RETAIN EXISTING SERIAL
NUMBERS) (RS4273)’. New class: ‘AOKF’.

01.10.1989 Repair ‘STEP’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1989 Repair ‘YOKE CARRIER’.
07.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
07.01.1990 Repair ‘STEP’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE CONTROL PIPE’.
23.01.1990 Repair ‘BRANCH PIPE’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.01.1990 Repair ‘DRAFT GEAR POCKET’.
23.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1990 Repair ‘STEP’.
23.01.1990 Repair ‘WEAR PLATES & SADDLES’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE ADAPTER’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘BRAKE LEVER’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1990 Repair ‘TOP CENTRE PLATE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
09.04.1990 Repair ‘YOKE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘BRAKE LEVER’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘SIDE STEP’.
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03.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Alteration ‘FIT ADDITIONAL HAND RAIL TO THE END HUNGRY BOARD

ABOVE EXISTING ACCESS LADDER. AOKF & AOJF. (RS4608)’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘BRAKE PULL ROD’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.06.1991 Repair ‘END BRAKE COCK’.
24.06.1991 Repair ‘END HOSE’.
24.06.1991 Repair ‘SIDE BEARER’.
24.06.1991 Repair ‘TOP CENTRE PLATE’.
24.06.1991 Repair ‘TRAIN PIPE’.
24.06.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Alteration ‘(1) FIT HARDENED BUSHES TO YOKE COLLAR. (2) INCREASE

LENGTH OF PIN (YOKE TO COUPLER). AOJF, AOKF. (RS4630)’.
15.09.1991 Repair ‘STEP’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Repair ‘BRAKE PULL ROD’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘STEP’.
11.12.1991 Repair ‘TRAIN PIPE (END)’.
11.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1991 Repair ‘YOKE COMPLETE’.
11.12.1991 Repair ‘YOKE FOLLOWER’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1992 Repair ‘YOKE CARRIER’.
23.04.1992 Repair ‘YOKE COMPLETE’.
23.04.1992 Repair ‘YOKE FOLLOWER’.
23.04.1992 Repair ‘YOKE PIN’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘BRANCH PIPE’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Alteration ‘FIT PLATES TO FIXED COUPLING END OF ALL ‘AOJF’ AND

‘AOKF’ WAGONS AS PER ATTACHED SKETCH. AOJF & AOKF ALL. (RS4756)’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE LEVER’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Repair ‘BRAKE PULL ROD’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘SIDE BEARER’.
08.07.1993 Repair ‘TOP CENTRE PLATE’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘BRAKE LEVER’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘END BRAKE COCK’.
28.09.1993 Repair ‘END HOSE’.
28.09.1993 Repair ‘VEHICLE COMPLETE’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1994 Repair ‘BRAKE PULL ROD’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
02.02.1994 Repair ‘COUPLER KNUCKLE’.
02.02.1994 Repair ‘EMPTY LOAD VALVE’.
02.02.1994 Repair ‘SIDE BEARER’.
02.02.1994 Repair ‘TRAIN PIPE (END)’.
02.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
11.08.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS (SAPM02)’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS (SAPM03)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
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03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM05)’.

05.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

2.108 Wagon classification starting with ‘AOL’

AOLX 1

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Repair ‘VEHICLE STENCILS’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘COUPLER KNUCKLE’.
15.05.1990 Repair ‘TRAIN PIPE (END)’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOLX 2975

Details: wagon ‘AOLX 2975 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 17.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 20.12.1993
Last Brake Cylinder: 24.07.1990
Last Lift: 23.01.1987
Cont Max Slots: 3
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17.08.1989 Repair ‘DOOR OPENING MECHANISM’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2975 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.06.1990 Repair ‘DOOR LOCK MECHANISM’.
12.06.1990 Repair ‘STANCHION’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2975 D’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR COMPLETE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2975 D’
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BRAKE PULL ROD’.
01.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘EMPTY LOAD VALVE’.
01.12.1990 Repair ‘GRADE CONTROL VALVE’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2975 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.03.1992 Repair ‘HANDRAILS END’.
20.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2975 D’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2975 D’

AOLX 2990

Details: wagon ‘AOLX 2990 L’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 09.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 09.02.1995
Due Triple Valve: 01.05.1987
Last Brake Cylinder: 19.02.1991
Last Single Car Test: 07.12.1988
Last Lift: 22.09.1986
Cont Max Slots: 3

16.02.1990 Repair ‘DOOR OPENING MECHANISM’.
16.02.1990 Repair ‘STANCHION’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2990 U’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

02.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2990 U’
30.08.1990 Repair ‘STEP’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2990 U’
17.09.1990 Repair ‘STANCHION’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2990 U’
22.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2990 U’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘STANCHION’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
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19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2990 U’
04.04.1991 Repair ‘HANDRAILS END’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2990 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.02.1992 Repair ‘STEP’.
14.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2990 U’
01.06.1992 Repair ‘GRAFFITI REMOVAL’.
01.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 2990 U’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2990 U’
09.02.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 2995

Details: wagon ‘AOLX 2995 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 24.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 12.04.1995
Last Single Car Test: 27.07.1989
Last Lift: 06.02.1979
Cont Max Slots: 3
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24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘CENTRE SILL’.
24.07.1989 Repair ‘END HOSE’.
24.07.1989 Repair ‘HANDRAILS END’.
24.07.1989 Repair ‘TRAIN PIPE (END)’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2995 T’
08.04.1990 Repair ‘STEP’.
08.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2995 T’
09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2995 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

03.07.1990 Repair ‘DOOR OPENING MECHANISM’.
03.07.1990 Repair ‘STEP’.
03.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2995 T’
30.09.1990 Repair ‘BRAKE BLOCK RB95’.
30.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2995 T’
14.11.1990 Repair ‘STEP’.
14.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2995 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2995 T’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2995 T’
19.03.1994 Repair ‘CARD OR CLIP HOLDER’.
19.03.1994 Repair ‘END HOSE’.
19.03.1994 Repair ‘GRADE CONTROL VALVE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 3026

Details: wagon ‘AOLX 3026 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 13.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 20.02.1996
Last Brake Cylinder: 09.11.1988
Last Single Car Test: 03.04.1989
Last Lift: 22.09.1986
Cont Max Slots: 3

25.08.1989 Repair ‘STEP’.
25.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3026 H’
05.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 3026 H’
11.05.1990 Repair ‘HANDRAILS END’.
11.05.1990 Repair ‘STEP’.
11.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3026 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.01.1991 Repair ‘HANDRAILS END’.
18.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3026 H’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRANCH PIPE’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘END HOSE’.
25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3026 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3026 H’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3026 H’
16.03.1994 Repair ‘DOOR OPENING MECHANISM’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.

AOLX 3029

Details: wagon ‘AOLX 3029 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 14.09.1993
Last Single Car Test: 24.09.1993
Last Lift: 01.01.1985
Cont Max Slots: 3
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14.11.1989 Repair ‘CARD OR CLIP HOLDER’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘DOOR OPENING MECHANISM’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3029 L’
20.11.1989 Repair ‘VEHICLE COMPLETE’.
20.11.1989 Repair ‘VEHICLE STENCILS’.
20.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 3029 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘STEP’.
21.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3029 L’
27.06.1990 Repair ‘DOOR OPENING MECHANISM’.
27.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3029 L’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BRAKE LEVER’.
25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘BRANCH PIPE’.
25.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3029 L’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3029 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.10.1992 Repair ‘STEP’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3029 L’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE LEVER’.

AOLX 3032

Details: wagon ‘AOLX 3032 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 18.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 09.04.1996
Due Triple Valve: 20.11.1996
Last Brake Cylinder: 10.07.1991
Last Single Car Test: 04.05.1992
Last Lift: 12.06.1985
Cont Max Slots: 3

21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

03.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.09.1990 Repair ‘GRADE CONTROL VALVE’.
03.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
19.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.10.1990 Repair ‘BRAKE PULL ROD’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘DOOR COMPLETE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘END HOSE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1990 Repair ‘STANCHION’.
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11.10.1990 Repair ‘TRAIN PIPE (END)’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 3032 C’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘DOOR LOCK MECHANISM’.
08.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1991 Repair ‘VEHICLE STENCILS’.
08.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 3032 C’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1992 Repair ‘DOOR OPENING MECHANISM’.
30.04.1992 Repair ‘HANDRAILS END’.
30.04.1992 Repair ‘STANCHION’.
30.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3032 C’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘BRAKE PULL ROD’.
13.01.1993 Repair ‘COUPLER KNUCKLE’.
13.01.1993 Repair ‘EMPTY LOAD VALVE’.
13.01.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.06.1993 Repair ‘DOOR LOCK MECHANISM’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1993 Repair ‘VEHICLE RECLASSIFY’.
04.06.1993 Repair ‘VEHICLE STENCILS’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3032 C’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
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19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1994 Repair ‘WHEEL SET’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

AOLX 3034

Details: wagon ‘AOLX 3034 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 14.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 02.08.1995
Last Triple Valve: 01.09.1992
Last Brake Cylinder: 04.07.1989
Last Single Car Test: 01.09.1992
Cont Max Slots: 3

20.07.1989 Repair ‘STANCHION’.
20.07.1989 Repair ‘STANCHION’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3034 U’
04.09.1989 Repair ‘COUPLER COMPLETE’.
04.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3034 U’
26.09.1989 Repair ‘HANDRAILS END’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 3034 U’
04.12.1989 Repair ‘END HOSE’.
04.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 3034 U’
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28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

01.12.1990 Repair ‘HANDRAILS END’.
01.12.1990 Repair ‘STEP’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3034 U’
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1991 Repair ‘TRAIN PIPE (END)’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3034 U’
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘DOOR COMPLETE’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3034 U’
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE STENCILS’.
18.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 3034 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘DOOR LOCK MECHANISM’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3034 U’
21.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 3034 U’
15.07.1992 Repair ‘DOOR COMPLETE’.
15.07.1992 Repair ‘STANCHION’.
15.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3034 U’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.08.1992 Repair ‘TRAIN PIPE (END)’.
27.08.1992 Repair ‘VEHICLE COMPLETE’.
27.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3034 U’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3034 U’
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25.04.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 3037

Details: wagon ‘AOLX 3037 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 21.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 05.03.1996
Due Triple Valve: 03.04.1997
Last Brake Cylinder: 03.01.1989
Last Single Car Test: 07.08.1992
Last Lift: 08.08.1986
Cont Max Slots: 3

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘DOOR COMPLETE’.
08.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 3037 B’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘DOOR HINGES AND PINS’.
04.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3037 B’
28.09.1990 Repair ‘END BRAKE COCK’.
28.09.1990 Repair ‘GRADE CONTROL VALVE’.
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28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 3037 B’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.06.1992 Repair ‘DOOR OPENING MECHANISM’.
03.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3037 B’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘END BRAKE COCK’.
04.08.1992 Repair ‘TRAIN PIPE (END)’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3037 B’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3037 B’
05.03.1996 Repair ‘VEHICLE COMPLETE’.

AOLX 4018

02.06.1996 Reclassified from wagon ‘AOLX 4018 Y’ to ’ wagon ‘AOCX 4018 K’.

AOLX 4028

Details: wagon ‘AOLX 4028 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 09.01.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC SN SV
Return to Service Date: 21.10.1994
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 14.01.1993
Last Lift: 25.09.1986
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

03.08.1990 Repair ‘DOOR COMPLETE’.
03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4028 X’
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4028 X’
22.02.1991 Repair ‘SIDE STEP’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4028 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.06.1991 Repair ‘HANDRAILS’.
09.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4028 X’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4028 X’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘DOOR LOCK MECHANISM’.
05.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1993 Repair ‘VEHICLE STENCILS’.
05.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4028 X’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

21.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1993 Repair ‘HANDRAILS END’.
21.06.1993 Repair ‘STEP’.
21.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4028 X’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AOOX 4028 X’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.

AOLX 4034

21.05.1996 Reclassified from wagon ‘AOLX 4034 R’ to ’ wagon ‘AOCX 4034 N’.

AOLX 4035

Details: wagon ‘AOLX 4035 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 10.05.1980
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 05.03.1996
Due Triple Valve: 02.04.1997
Last Single Car Test: 18.10.1991
Cont Max Slots: 3

01.02.1990 Repair ‘DOOR HINGES AND PINS’.
01.02.1990 Repair ‘DOOR OPENING MECHANISM’.
01.02.1990 Repair ‘STANCHION’.
01.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4035 M’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

20.02.1991 Repair ‘DOOR LOCK MECHANISM’.
20.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4035 M’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4035 M’
09.10.1991 Repair ‘DOOR FRAME’.
09.10.1991 Repair ‘STANCHION’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4035 M’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE LEVER’.
17.10.1991 Repair ‘TRAIN PIPE’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4035 M’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4035 M’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

05.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1993 Repair ‘COUPLER KNUCKLE’.
05.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.06.1993 Repair ‘DOOR LOCK MECHANISM’.
05.06.1993 Repair ‘EMPTY LOAD VALVE’.
05.06.1993 Repair ‘GRADE CONTROL VALVE’.
05.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1993 Repair ‘VEHICLE RECLASSIFY’.
05.06.1993 Repair ‘VEHICLE STENCILS’.
05.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4035 M’
28.11.1993 Repair ‘END BRAKE COCK’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.

AOLX 4042

Details: wagon ‘AOLX 4042 H’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 30.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 20.12.1993
Last Triple Valve: 09.07.1993
Last Brake Cylinder: 17.07.1989
Last Single Car Test: 09.07.1993
Last Lift: 26.08.1981
Cont Max Slots: 3

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Repair ‘TRAIN PIPE’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
12.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4042 Q’
19.07.1989 Repair ‘HANDRAILS END’.
19.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4042 Q’
18.10.1989 Repair ‘TRAIN PIPE’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4042 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.12.1990 Repair ‘HANDRAILS END’.
18.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4042 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.
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08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.07.1993 Repair ‘HANDRAILS END’.
08.07.1993 Repair ‘STANCHION’.
08.07.1993 Repair ‘TRAIN PIPE (END)’.
08.07.1993 Repair ‘TRAIN PIPE’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4042 Q’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4042 Q’

AOLX 4046

Details: wagon ‘AOLX 4046 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 10.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 15.09.1994
Due Triple Valve: 11.06.1988
Last Single Car Test: 19.04.1990
Last Lift: 14.02.1986
Cont Max Slots: 3

03.09.1989 Repair ‘STEP’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4046 G’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRANCH PIPE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
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18.04.1990 Repair ‘DOOR HINGES AND PINS’.
18.04.1990 Repair ‘DOOR LOCK MECHANISM’.
18.04.1990 Repair ‘END BRAKE COCK’.
18.04.1990 Repair ‘END HOSE’.
18.04.1990 Repair ‘STANCHION’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4046 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
05.06.1991 Repair ‘BRAKE LEVER’.
05.06.1991 Repair ‘BRANCH PIPE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1991 Repair ‘WHEEL SET’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4046 G’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRANCH PIPE’.
02.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4046 G’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘DOOR COMPLETE’.
23.06.1992 Repair ‘DOOR LOCK MECHANISM’.
23.06.1992 Repair ‘HANDRAILS END’.
23.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4046 G’
07.01.1993 Repair ‘SIDE STEP’.
07.01.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4046 G’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘DOOR HINGES AND PINS’.
10.06.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Repair ‘STANCHION’.
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10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Repair ‘VEHICLE STENCILS’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4046 G’
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘COUPLER KNUCKLE’.
02.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.

AOLX 4049

Details: wagon ‘AOLX 4049 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 15.07.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 18.04.1994
Due Triple Valve: 01.11.1996
Last Single Car Test: 15.07.1991
Last Lift: 17.11.1986
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘DOOR COMPLETE’.
08.08.1990 Repair ‘DOOR HINGES AND PINS’.
08.08.1990 Repair ‘DOOR LOCK MECHANISM’.
08.08.1990 Repair ‘DOOR OPENING MECHANISM’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
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08.08.1990 Repair ‘END HOSE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4049 K’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4049 K’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER COMPLETE’.
07.11.1990 Repair ‘DOOR HINGES AND PINS’.
07.11.1990 Repair ‘DOOR OPENING MECHANISM’.
07.11.1990 Repair ‘HANDRAILS END’.
07.11.1990 Repair ‘TRAIN PIPE (END)’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4049 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘DOOR COMPLETE’.
10.07.1991 Repair ‘DOOR COMPLETE’.
10.07.1991 Repair ‘END BRAKE COCK’.
10.07.1991 Repair ‘END BRAKE COCK’.
10.07.1991 Repair ‘END HOSE’.
10.07.1991 Repair ‘END HOSE’.
10.07.1991 Repair ‘TRAIN PIPE’.
10.07.1991 Repair ‘TRAIN PIPE’.
10.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4049 K’
10.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4049 K’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4049 K’
18.04.1994 Repair ‘VEHICLE COMPLETE’.

AOLX 4058

Details: wagon ‘AOLX 4058 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 06.12.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 28.04.1995
Last Brake Cylinder: 12.03.1988
Last Single Car Test: 19.07.1993
Last Lift: 20.08.1981
Cont Max Slots: 3

09.02.1990 Repair ‘END BRAKE COCK’.
09.02.1990 Repair ‘END HOSE’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4058 J’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘END BRAKE COCK’.
16.03.1990 Repair ‘TRAIN PIPE (END)’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4058 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRAKE BLOCK RB95’.
13.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
13.09.1991 Repair ‘BRAKE LEVER’.
13.09.1991 Repair ‘BRAKE PULL ROD’.
13.09.1991 Repair ‘COUPLER KNUCKLE’.
13.09.1991 Repair ‘EMPTY LOAD VALVE’.
13.09.1991 Repair ‘GRADE CONTROL VALVE’.
13.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4058 J’
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4058 J’
21.12.1992 Repair ‘COUPLER KNUCKLE’.
21.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4058 J’

3095



2. TIMS GROUP INFORMATION - WAGONS

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4058 J’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BEARINGS’.
16.07.1993 Repair ‘COUPLER COMPLETE’.
16.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘STEP’.
16.07.1993 Repair ‘TRAIN PIPE (END)’.
16.07.1993 Repair ‘WHEEL SET’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4066

Details: wagon ‘AOLX 4066 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 05.03.1996
Last Triple Valve: 01.05.1989
Last Brake Cylinder: 29.04.1988
Last Single Car Test: 01.05.1989
Last Lift: 03.12.1985
Cont Max Slots: 3
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13.09.1989 Repair ‘STANCHION’.
13.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4066 W’
15.12.1989 Repair ‘HANDRAILS END’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4066 W’
02.03.1990 Repair ‘BRAKE BLOCK RB95’.
02.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4066 W’
23.03.1990 Repair ‘BOGIE COMPLETE’.
23.03.1990 Repair ‘BRANCH PIPE’.
23.03.1990 Repair ‘TOP CENTRE PLATE’.
23.03.1990 Repair ‘TRAIN PIPE (END)’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4066 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘END BRAKE COCK’.
15.06.1990 Repair ‘TRANSOM’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4066 W’
04.02.1991 Repair ‘DOOR LOCK MECHANISM’.
04.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4066 W’
12.02.1991 Repair ‘STANCHION’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4066 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4066 W’
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘HANDRAILS END’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
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05.03.1996 Repair ‘VEHICLE COMPLETE’.

AOLX 4069

20.05.1996 Reclassified from wagon ‘AOLX 4069 R’ to ’ wagon ‘AOCX 4069 N’.

AOLX 4076

Details: wagon ‘AOLX 4076 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 10.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 22.05.1995
Due Triple Valve: 02.06.1989
Last Brake Cylinder: 07.05.1993
Last Single Car Test: 01.10.1992
Last Lift: 02.06.1987
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.09.1990 Repair ‘DOOR HINGES AND PINS’.
14.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4076 H’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4076 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4076 H’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE LEVER’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4076 H’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘BRAKE LEVER’.
15.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1992 Repair ‘TRAIN PIPE (END)’.
15.09.1992 Repair ‘TRAIN PIPE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4076 H’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE CONTROL PIPE’.
06.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘GRADE CONTROL VALVE’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘VEHICLE RECLASSIFY’.
06.05.1993 Repair ‘VEHICLE STENCILS’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4076 H’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘DOOR LOCK MECHANISM’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4092

Details: wagon ‘AOLX 4092 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 07.04.1995
Last Brake Cylinder: 14.08.1992
Last Single Car Test: 21.04.1989
Last Lift: 20.01.1987
Cont Max Slots: 3

19.08.1989 Repair ‘HANDRAILS END’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4092 K’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4092 K’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

05.11.1990 Repair ‘END HOSE’.
05.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4092 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.09.1991 Repair ‘DOOR OPENING MECHANISM’.
26.09.1991 Repair ‘STANCHION’.
26.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4092 K’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
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14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4092 K’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4092 K’
13.03.1994 Repair ‘DOOR LOCK MECHANISM’.
13.03.1994 Repair ‘STANCHION’.
13.03.1994 Repair ‘STEP’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4094

Details: wagon ‘AOLX 4094 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 19.03.1994
Due Triple Valve: 08.12.1996
Last Triple Valve: 17.03.1993
Last Brake Cylinder: 15.02.1991
Last Single Car Test: 17.03.1993
Last Lift: 03.11.1981
Cont Max Slots: 3

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE SPRING’.
20.03.1990 Repair ‘HANDRAILS’.
20.03.1990 Repair ‘TRAIN PIPE (END)’.

3101



2. TIMS GROUP INFORMATION - WAGONS

20.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘AOOX 4094 F’

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4094 F’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘WHEEL SET’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4094 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.06.1991 Repair ‘DOOR LOCK MECHANISM’.
22.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4094 F’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘TRAIN PIPE’.
11.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4094 F’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘TRAIN PIPE (END)’.
13.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4094 F’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.03.1993 Repair ‘GRADE CONTROL VALVE’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4094 F’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AOOX 4094 F’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Repair ‘VEHICLE COMPLETE’.

AOLX 4101

Details: wagon ‘AOLX 4101 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 24.10.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 08.09.1995
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 10.12.1992
Last Lift: 01.06.1981
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.06.1991 Repair ‘VEHICLE COMPLETE’.
29.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4101 F’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4101 F’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘TRAIN PIPE (END)’.
03.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4101 F’
23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
23.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 4101 F’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘DOOR LOCK MECHANISM’.
01.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1992 Repair ‘STANCHION’.
01.12.1992 Repair ‘VEHICLE STENCILS’.
01.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4101 F’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4101 F’
23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4101 F’
09.01.1994 Repair ‘STEP’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4112

Details: wagon ‘AOLX 4112 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 04.11.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC SN SV
Return to Service Date: 12.08.1995
Last Brake Cylinder: 02.05.1990
Last Single Car Test: 21.06.1988
Last Lift: 05.02.1982
Cont Max Slots: 3

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘DOOR LOCK MECHANISM’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4112 W’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Repair ‘BRAKE LEVER’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘EMPTY LOAD VALVE’.
02.05.1990 Repair ‘END HOSE’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Repair ‘HANDRAILS END’.
02.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4112 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4112 W’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE STENCILS’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4112 W’
28.09.1990 Repair ‘DOOR LOCK MECHANISM’.
28.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4112 W’
01.10.1990 Repair ‘DOOR COMPLETE’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4112 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
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ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4112 W’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4122

Details: wagon ‘AOLX 4122 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.04.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 10.11.1994
Last Triple Valve: 10.08.1990
Last Brake Cylinder: 28.06.1989
Last Single Car Test: 12.03.1990
Last Lift: 13.02.1987
Cont Max Slots: 3

11.12.1989 Repair ‘DOOR OPENING MECHANISM’.
11.12.1989 Repair ‘STEP’.
11.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4122 H’
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4122 H’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘DOOR HINGES AND PINS’.
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09.03.1990 Repair ‘DOOR LOCK MECHANISM’.
09.03.1990 Repair ‘END BRAKE COCK’.
09.03.1990 Repair ‘END HOSE’.
09.03.1990 Repair ‘STANCHION’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4122 H’
21.03.1990 Repair ‘VEHICLE COMPLETE’.
21.03.1990 Repair ‘VEHICLE STENCILS’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4122 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4122 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘RELAY VALVE’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4122 H’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 4122 H’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

17.03.1993 Repair ‘TRAIN PIPE’.
17.03.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOOX 4122 H’
23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4122 H’
15.12.1993 Repair ‘HANDRAILS END’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
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AOLX 4130

Details: wagon ‘AOLX 4130 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 11.06.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 03.05.1993
Last Triple Valve: 17.04.1989
Last Single Car Test: 17.04.1989
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘DOOR COMPLETE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘END HOSE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4130 U’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4130 U’
23.02.1990 Repair ‘STANCHION’.
23.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4130 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
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CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘DOOR COMPLETE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘STANCHION’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4130 U’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘DOOR OPENING MECHANISM’.
24.10.1990 Repair ‘WHEEL SET’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4130 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.05.1991 Repair ‘HANDRAILS END’.
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4130 U’
06.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4130 U’
07.08.1991 Repair ‘VEHICLE COMPLETE’.
07.08.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4130 U’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

29.03.1993 Repair ‘HANDRAILS END’.
29.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4130 U’
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘DOOR HINGES AND PINS’.
03.05.1993 Repair ‘DOOR LOCK MECHANISM’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1993 Repair ‘TRAIN PIPE’.
03.05.1993 Repair ‘VEHICLE RECLASSIFY’.
03.05.1993 Repair ‘VEHICLE STENCILS’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4130 U’

AOLX 4131

Details: wagon ‘AOLX 4131 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 05.08.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 18.05.1994
Due Triple Valve: 31.03.1989
Last Brake Cylinder: 19.10.1990
Last Lift: 12.12.1986
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4131 G’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4131 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.07.1991 Repair ‘STANCHION’.
22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4131 G’
20.02.1992 Repair ‘DOOR LOCK MECHANISM’.
20.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4131 G’
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27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘VEHICLE COMPLETE’.
27.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4131 G’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4131 G’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.

AOLX 4134

Details: wagon ‘AOLX 4134 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 03.08.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 22.08.1995
Due Triple Valve: 01.11.1991
Last Triple Valve: 17.08.1990
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 17.03.1993
Last Lift: 14.04.1987
Cont Max Slots: 3

09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4134 K’
10.04.1990 Repair ‘HANDRAILS END’.
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10.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 4134 K’

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1990 Repair ‘END HOSE’.
30.07.1990 Repair ‘HANDBRAKE HANDLE’.
30.07.1990 Repair ‘HANDRAILS’.
30.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1990 Repair ‘TRAIN PIPE (END)’.
30.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 4134 K’
07.12.1990 Repair ‘END HOSE’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4134 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘DOOR LOCK MECHANISM’.
19.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4134 K’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘DOOR LOCK MECHANISM’.
16.07.1992 Repair ‘EMPTY LOAD VALVE’.
16.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4134 K’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘EMPTY LOAD VALVE’.
12.03.1993 Repair ‘END BRAKE COCK’.
12.03.1993 Repair ‘END HOSE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4134 K’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4134 K’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
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12.03.1994 Repair ‘WEAR PLATES & SADDLES’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4137

Details: wagon ‘AOLX 4137 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 21.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 20.12.1993
Due Triple Valve: 18.12.1996
Last Single Car Test: 10.04.1989
Last Lift: 18.02.1987
Cont Max Slots: 3

06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4137 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.06.1990 Repair ‘STEP’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4137 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
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20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 4137 Y’

AOLX 4138

18.05.1996 Reclassified from wagon ‘AOLX 4138 Y’ to ’ wagon ‘AOCX 4138 K’.

AOLX 4147

17.05.1996 Reclassified from wagon ‘AOLX 4147 N’ to ’ wagon ‘AOCX 4147 J’.

AOLX 4150

26.06.1993 Reclassified from wagon ‘AOLX 4150 E’ to ’ wagon ‘AOSX 4150 C’.

AOLX 4159

20.05.1996 Reclassified from wagon ‘AOLX 4159 Q’ to ’ wagon ‘AOCX 4159 M’.

AOLX 4176

Details: wagon ‘AOLX 4176 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 17.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 12.08.1995
Last Brake Cylinder: 04.06.1993
Cont Max Slots: 3

22.09.1989 Repair ‘DOOR COMPLETE’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4176 Y’
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29.09.1989 Repair ‘VEHICLE COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4176 Y’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘STANCHION’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4176 Y’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘END BRAKE COCK’.
27.01.1990 Repair ‘END HOSE’.
27.01.1990 Repair ‘TRAIN PIPE (END)’.
27.01.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4176 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.07.1990 Repair ‘DOOR COMPLETE’.
12.07.1990 Repair ‘STANCHION’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4176 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

02.06.1993 Repair ‘WHEEL SET’.
02.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4176 Y’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘VEHICLE RECLASSIFY’.
04.06.1993 Repair ‘VEHICLE STENCILS’.
04.06.1993 Repair ‘WHEEL SET’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4176 Y’
10.08.1993 Repair ‘DOOR LOCK MECHANISM’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
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AOLX 4179

Details: wagon ‘AOLX 4179 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 27.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 03.06.1996
Last Brake Cylinder: 23.10.1990
Last Lift: 01.06.1981
Cont Max Slots: 3

20.02.1990 Repair ‘DOOR COMPLETE’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4179 S’
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4179 S’
25.04.1990 Repair ‘HANDRAILS’.
25.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4179 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

17.10.1990 Repair ‘HANDRAILS END’.
17.10.1990 Repair ‘STEP’.
17.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4179 S’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘END SILL’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1990 Repair ‘STEP’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘VEHICLE STENCILS’.
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23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4179 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.07.1991 Repair ‘HANDRAILS END’.
12.07.1991 Repair ‘STANCHION’.
12.07.1991 Repair ‘STEP’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4179 S’
20.11.1991 Repair ‘END HOSE’.
20.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4179 S’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4179 S’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1993 Repair ‘VEHICLE RECLASSIFY’.
30.09.1993 Repair ‘VEHICLE STENCILS’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4179 S’
25.10.1993 Repair ‘VEHICLE RECLASSIFY’.
25.10.1993 Repair ‘VEHICLE STENCILS’.
25.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4179 S’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

AOLX 4182

Details: wagon ‘AOLX 4182 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 24.02.1995
Last Brake Cylinder: 22.11.1990
Last Single Car Test: 11.05.1988
Last Lift: 20.05.1982
Cont Max Slots: 3

31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4182 J’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1989 Repair ‘DOOR LOCK MECHANISM’.
13.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘WEAR PLATES & SADDLES’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4182 J’
09.02.1990 Repair ‘BOGIE COMPLETE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE STENCILS’.
09.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4182 J’
16.03.1990 Repair ‘END HOSE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘YOKE CARRIER’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4182 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1990 Repair ‘COUPLER KNUCKLE’.
22.11.1990 Repair ‘DOOR OPENING MECHANISM’.
22.11.1990 Repair ‘EMPTY LOAD VALVE’.
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22.11.1990 Repair ‘GRADE CONTROL VALVE’.
22.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4182 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

02.03.1994 Repair ‘VEHICLE RECLASSIFY’.
02.03.1994 Repair ‘VEHICLE STENCILS’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4182 J’
24.02.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4183

Details: wagon ‘AOLX 4183 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 05.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 03.02.1995
Last Triple Valve: 15.02.1989
Last Brake Cylinder: 21.06.1988
Last Single Car Test: 23.02.1991
Last Lift: 25.03.1978
Cont Max Slots: 3

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘COUPLER COMPLETE’.
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17.11.1989 Repair ‘DOOR COMPLETE’.
17.11.1989 Repair ‘DRAFT GEAR POCKET’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1989 Repair ‘WEAR PLATES & SADDLES’.
17.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4183 S’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BRAKE PULL ROD’.
19.04.1990 Repair ‘DOOR COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘TRAIN PIPE (END)’.
19.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4183 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1990 Repair ‘STEP’.
12.07.1990 Repair ‘STRIKING CASTING’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 4183 S’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4183 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4183 S’
03.02.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4184

Details: wagon ‘AOLX 4184 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 04.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 10.02.1995
Due Triple Valve: 09.08.1989
Last Brake Cylinder: 11.02.1991
Last Single Car Test: 02.12.1988
Last Lift: 17.10.1986
Cont Max Slots: 3

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘EMPTY LOAD VALVE’.
03.11.1989 Repair ‘GRADE CONTROL VALVE’.
03.11.1989 Repair ‘TRAIN PIPE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4184 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.06.1990 Repair ‘STEP’.
15.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4184 E’
13.09.1990 Repair ‘HANDRAILS END’.
13.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4184 E’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1991 Repair ‘RELAY VALVE’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4184 E’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘HANDRAILS’.
19.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4184 E’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4184 E’
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4184 E’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

15.05.1993 Repair ‘HANDRAILS END’.
15.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4184 E’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4184 E’
13.03.1994 Repair ‘DOOR LOCK MECHANISM’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4185

18.05.1996 Reclassified from wagon ‘AOLX 4185 E’ to ’ wagon ‘AOCX 4185 A’.

AOLX 4191

Details: wagon ‘AOLX 4191 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 15.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 24.12.1995
Due Triple Valve: 11.11.1996
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 27.04.1992
Last Lift: 11.11.1986
Cont Max Slots: 3

10.11.1989 Repair ‘STEP’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4191 X’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘TRAIN PIPE (END)’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4191 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4191 X’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Repair ‘DOOR LOCK MECHANISM’.
22.10.1990 Repair ‘EMPTY LOAD VALVE’.
22.10.1990 Repair ‘STEP’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4191 X’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4191 X’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4191 X’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4191 X’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AOOX 4191 X’
14.10.1991 Repair ‘SIDE STEP’.
14.10.1991 Repair ‘STEP’.
14.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4191 X’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘END HOSE’.
13.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1992 Repair ‘VEHICLE STENCILS’.
13.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4191 X’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘DOOR LOCK MECHANISM’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘GRADE CONTROL VALVE’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘VEHICLE RECLASSIFY’.
06.05.1993 Repair ‘VEHICLE STENCILS’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4191 X’
07.10.1993 Repair ‘HANDRAILS END’.
23.11.1993 Repair ‘STANCHION’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
24.12.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4192

Details: wagon ‘AOLX 4192 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SN SV
Return to Service Date: 29.12.1995
Last Brake Cylinder: 23.08.1989
Last Single Car Test: 18.12.1990
Last Lift: 10.12.1986
Cont Max Slots: 3

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘VEHICLE STENCILS’.
21.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4192 R’
18.09.1989 Repair ‘STEP’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4192 R’
16.03.1990 Repair ‘DOOR HINGES AND PINS’.
16.03.1990 Repair ‘DOOR LOCK MECHANISM’.
16.03.1990 Repair ‘HANDRAILS’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4192 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4192 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘DOOR LOCK MECHANISM’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘GRADE CONTROL VALVE’.
31.05.1991 Repair ‘STANCHION’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
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31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4192 R’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4192 R’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.

AOLX 4198

Details: wagon ‘AOLX 4198 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 19.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SN SV
Return to Service Date: 06.08.1995
Due Triple Valve: 25.05.1989
Last Single Car Test: 22.06.1990
Last Lift: 25.08.1982
Cont Max Slots: 3

01.04.1990 Repair ‘DOOR OPENING MECHANISM’.
01.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4198 C’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.04.1990 Repair ‘BRAKE LEVER’.
24.04.1990 Repair ‘EMPTY LOAD VALVE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘TRAIN PIPE (END)’.
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24.04.1990 Repair ‘VEHICLE COMPLETE’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4198 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1990 Repair ‘DOOR COMPLETE’.
21.06.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘HANDRAILS END’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
21.06.1990 Repair ‘TRAIN PIPE’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4198 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO
‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4198 C’
09.04.1994 Repair ‘DOOR LOCK MECHANISM’.
09.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.

2.109 Wagon classification starting with ‘AOM’

AOMX 1848

05.11.1991 Reclassified from wagon ‘AOMX 1848 K’ to ’ wagon ‘AOPX 1848 T’.

AOMX 1849

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.08.1989 Repair ‘HANDRAILS END’.
24.08.1989 Repair ‘LADDER’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘BRAKE LEVER’.
17.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRANCH PIPE’.
12.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Repair ‘HANDRAILS END’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRANCH PIPE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘END BRAKE COCK’.
10.10.1991 Repair ‘TRAIN PIPE (END)’.
30.10.1991 Repair ‘SIDE MEMBER’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1850

10.12.1991 Reclassified from wagon ‘AOMX 1850 P’ to ’ wagon ‘AOPX 1850 B’.

AOMX 1851

10.12.1991 Reclassified from wagon ‘AOMX 1851 B’ to ’ wagon ‘AOPX 1851 K’.

AOMX 1852

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1853

23.05.1990 Repair ‘STEP’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

06.12.1991 Repair ‘HANDRAILS END’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘HANDRAILS’.
18.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1992 Repair ‘DOOR LOCK MECHANISM’.
17.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOMX 1854

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1855

27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE STENCILS’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1989 Repair ‘DOOR COMPLETE’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘HANDRAILS END’.
23.02.1990 Repair ‘HANDRAILS END’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1990 Repair ‘DOOR COMPLETE’.
01.03.1990 Repair ‘EMPTY LOAD VALVE’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1990 Repair ‘STANCHION’.
09.04.1990 Repair ‘DOOR COMPLETE’.
04.05.1990 Repair ‘STANCHION’.
14.09.1990 Repair ‘DOOR COMPLETE’.
27.09.1990 Repair ‘DOOR OPENING MECHANISM’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1856

24.09.1991 Reclassified from wagon ‘AOMX 1856 A’ to ’ wagon ‘AOPX 1856 J’.

AOMX 1857

04.10.1991 Reclassified from wagon ‘AOMX 1857 J’ to ’ wagon ‘AOPX 1857 S’.

AOMX 1858

09.01.1992 Reclassified from wagon ‘AOMX 1858 S’ to ’ wagon ‘AOPX 1858 E’.

AOMX 1859

19.11.1989 Repair ‘HANDRAILS’.
19.11.1989 Repair ‘HANDRAILS END’.
19.11.1989 Repair ‘SIDE STEP’.
19.11.1989 Repair ‘STEP’.
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08.12.1989 Repair ‘DOOR COMPLETE’.
08.12.1989 Repair ‘END BRAKE COCK’.
08.12.1989 Repair ‘END HOSE’.
13.12.1989 Repair ‘BOGIE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
22.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1991 Repair ‘SIDE STEP’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1860

09.01.1992 Reclassified from wagon ‘AOMX 1860 A’ to ’ wagon ‘AOPX 1860 J’.

AOMX 1861

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘DOOR COMPLETE’.
06.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1990 Repair ‘SIDE BEARER’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE COMPLETE’.
09.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.02.1990 Repair ‘BRAKE PULL ROD’.
09.02.1990 Repair ‘BRANCH PIPE’.
09.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Repair ‘BRAKE LEVER’.
11.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1862

06.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘STANCHION’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
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03.01.1992 Repair ‘BRAKE LEVER’.
03.01.1992 Repair ‘BRAKE PULL ROD’.
03.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.01.1992 Repair ‘GRADE CONTROL VALVE’.
03.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1992 Repair ‘STANCHION’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1863

03.10.1989 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Repair ‘CARD OR CLIP HOLDER’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
16.01.1990 Repair ‘DOOR OPENING MECHANISM’.
16.01.1990 Repair ‘DRAFT GEAR POCKET’.
16.01.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.01.1990 Repair ‘YOKE COMPLETE’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘DOOR HINGES AND PINS’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘STANCHION’.
27.09.1990 Repair ‘TRAIN PIPE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘END BRAKE COCK’.
17.04.1991 Repair ‘END HOSE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘DOOR OPENING MECHANISM’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
21.10.1991 Repair ‘LADDER’.
21.10.1991 Repair ‘LADDER’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1864

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘END HOSE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘HANDRAILS’.
23.08.1989 Repair ‘HANDRAILS END’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BEARERS’.
30.08.1989 Repair ‘END HOSE’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘BRANCH PIPE’.
05.12.1989 Repair ‘END BRAKE COCK’.
05.12.1989 Repair ‘END HOSE’.
05.12.1989 Repair ‘TRAIN PIPE (END)’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘SIDE STEP’.
01.02.1990 Repair ‘STEP’.
01.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘END HOSE’.
28.08.1991 Repair ‘TRAIN PIPE (END)’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘HANDRAILS END’.
14.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘DOOR COMPLETE’.
23.06.1993 Repair ‘DOOR COVERING’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
16.01.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1865

02.10.1989 Repair ‘STANCHION’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Repair ‘DOOR COMPLETE’.
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23.05.1991 Repair ‘SIDE STEP’.
23.05.1991 Repair ‘STEP’.
23.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1866

21.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘DOOR COMPLETE’.
20.03.1990 Repair ‘DOOR HINGES AND PINS’.
20.03.1990 Repair ‘END BRAKE COCK’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘END BRAKE COCK’.
26.08.1990 Repair ‘STEP’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘END BRAKE COCK’.
18.01.1991 Repair ‘TRAIN PIPE (END)’.
08.09.1991 Repair ‘HANDRAILS’.
08.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘STANCHION’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1867

Details: wagon ‘AOMX 1867 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 10.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.09.93
BSG Code: FXOZ
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Capacity of 45.7 tonnes

Fleet Grp Code: AC UO UZ
Return to Service Date: 05.04.1994
Due Triple Valve: 31.05.1990
Last Brake Cylinder: 31.05.1989
Last Single Car Test: 04.05.1993
Last Lift: 10.06.1986

18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘TRAIN PIPE (END)’.
16.09.1992 Repair ‘SIDE STEP’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘HANDRAILS’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘END BRAKE COCK’.
30.04.1993 Repair ‘END HOSE’.
30.04.1993 Repair ‘TRAIN PIPE (END)’.
25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.10.1993 Repair ‘SIDE STEP’.
16.12.1993 Repair ‘SIDE STEP’.
27.01.1994 Repair ‘HANDRAILS’.
27.01.1994 Repair ‘HANDRAILS END’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.

AOMX 1906

22.02.1990 Repair ‘END HOSE’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘END BRAKE COCK’.
19.06.1990 Repair ‘END HOSE’.
19.06.1990 Repair ‘SIDE BEARER’.
19.06.1990 Repair ‘TOP CENTRE PLATE’.
19.06.1990 Repair ‘TRAIN PIPE (END)’.
17.07.1990 Repair ‘END HOSE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘END HOSE’.
02.03.1992 Repair ‘HANDRAILS’.
02.03.1992 Repair ‘HANDRAILS END’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1907

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOMX 1908

03.12.1991 Reclassified from wagon ‘AOMX 1908 X’ to ’ wagon ‘AOPX 1908 R’.

AOMX 1909

01.07.1989 Repair ‘STEP’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1989 Repair ‘BRAKE LEVER’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘END BRAKE COCK’.
26.09.1989 Repair ‘END HOSE’.
26.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1989 Repair ‘HANDRAILS END’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘DOOR LOCK MECHANISM’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘HANDRAILS END’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘SIDE STEP’.
17.12.1990 Repair ‘STEP’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE SHOE’.
09.07.1993 Repair ‘BOGIE COMPLETE’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘END BRAKE COCK’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1993 Repair ‘WHEEL SET’.
19.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1910

07.07.1989 Repair ‘HANDRAILS END’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE PULL ROD’.
02.10.1989 Repair ‘DOOR LOCK MECHANISM’.
02.10.1989 Repair ‘END HOSE’.
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02.10.1989 Repair ‘SIDE STEP’.
02.10.1989 Repair ‘STANCHION’.
02.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘BRAKE CONTROL PIPE’.
22.01.1990 Repair ‘BRANCH PIPE’.
22.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.01.1990 Repair ‘DOOR COMPLETE’.
22.01.1990 Repair ‘SIDE STEP’.
22.01.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1911

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1912

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1990 Repair ‘COUPLER COMPLETE’.
17.01.1990 Repair ‘DOOR OPENING MECHANISM’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Repair ‘SIDE BEARER’.
17.01.1990 Repair ‘SIDE STEP’.
17.01.1990 Repair ‘STEP’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Repair ‘TRAIN PIPE’.
17.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE PULL ROD’.
05.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

01.10.1990 Repair ‘DOOR COMPLETE’.
01.10.1990 Repair ‘END HOSE’.
01.10.1990 Repair ‘HANDRAILS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
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19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.09.1993 Repair ‘DOOR COMPLETE’.
17.09.1993 Repair ‘DOOR LOCK MECHANISM’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1913

05.11.1991 Reclassified from wagon ‘AOMX 1913 R’ to ’ wagon ‘AOPX 1913 D’.

AOMX 1914

01.09.1989 Repair ‘HANDRAILS’.
01.09.1989 Repair ‘HANDRAILS END’.
13.11.1989 Repair ‘END HOSE’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.02.1990 Repair ‘END HOSE’.
08.02.1990 Repair ‘HANDRAILS END’.
08.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1990 Repair ‘VEHICLE COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘END HOSE’.
21.03.1990 Repair ‘SIDE BEARER’.
21.03.1990 Repair ‘TRAIN PIPE’.
21.03.1990 Repair ‘YOKE COMPLETE’.
06.07.1990 Repair ‘STEP’.
12.11.1990 Repair ‘DOOR COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1915

05.11.1991 Reclassified from wagon ‘AOMX 1915 M’ to ’ wagon ‘AOPX 1915 V’.

AOMX 1916

03.12.1991 Reclassified from wagon ‘AOMX 1916 V’ to ’ wagon ‘AOPX 1916 H’.

AOMX 1918

09.10.1991 Reclassified from wagon ‘AOMX 1918 Q’ to ’ wagon ‘AOPX 1918 C’.

AOMX 1919

07.11.1989 Repair ‘DOOR OPENING MECHANISM’.
07.11.1989 Repair ‘STANCHION’.
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07.11.1989 Repair ‘TRAIN PIPE (END)’.
10.11.1989 Repair ‘HANDRAILS END’.
27.03.1990 Repair ‘HANDRAILS’.
13.05.1990 Repair ‘DOOR HINGES AND PINS’.
27.09.1990 Repair ‘STANCHION’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE PULL ROD’.
17.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.01.1991 Repair ‘TRAIN PIPE (END)’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1920

09.01.1992 Reclassified from wagon ‘AOMX 1920 V’ to ’ wagon ‘AOPX 1920 H’.

AOMX 1921

Details: wagon ‘AOMX 1921 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 10.03.1967
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 05.06.93
BSG Code: FXOZ
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Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ
Return to Service Date: 30.03.1996
Due Triple Valve: 30.07.1988
Last Brake Cylinder: 07.02.1991
Last Single Car Test: 13.11.1991
Last Lift: 01.03.1986

30.10.1989 Repair ‘DOOR OPENING MECHANISM’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

25.01.1991 Repair ‘SIDE STEP’.
25.01.1991 Repair ‘STEP’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE LEVER’.
07.02.1991 Repair ‘BRAKE PULL ROD’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘END BRAKE COCK’.
07.02.1991 Repair ‘END HOSE’.
07.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1991 Repair ‘TRAIN PIPE (END)’.
07.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘VEHICLE COMPLETE’.
31.05.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘STANCHION’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘STANCHION’.
09.10.1991 Repair ‘STEP’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE COMPLETE’.
08.11.1991 Repair ‘BRAKE PULL ROD’.
08.11.1991 Repair ‘DOOR HINGES AND PINS’.
08.11.1991 Repair ‘DOOR LOCK MECHANISM’.
08.11.1991 Repair ‘END BRAKE COCK’.
08.11.1991 Repair ‘END SILL’.
08.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1991 Repair ‘SIDE BEARER’.
22.11.1991 Repair ‘DOOR COMPLETE’.
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08.01.1992 Repair ‘DOOR LOCK MECHANISM’.
02.10.1992 Repair ‘STANCHION’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.09.1993 Repair ‘DOOR COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.

AOMX 1922

11.10.1989 Repair ‘STANCHION’.
12.01.1990 Repair ‘STEP’.
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘DOOR HINGES AND PINS’.
13.01.1990 Repair ‘EMPTY LOAD VALVE’.
13.01.1990 Repair ‘GRADE CONTROL VALVE’.
13.01.1990 Repair ‘TRAIN PIPE (END)’.
13.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘DOOR LOCK MECHANISM’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘END HOSE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘DOOR OPENING MECHANISM’.
08.01.1992 Repair ‘DOOR LOCK MECHANISM’.
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1992 Repair ‘STEP’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘EMPTY LOAD VALVE’.
07.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.05.1993 Repair ‘HANDRAILS’.
21.05.1993 Repair ‘HANDRAILS END’.
25.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOMX 1923

24.09.1991 Reclassified from wagon ‘AOMX 1923 C’ to ’ wagon ‘AOPX 1923 L’.

AOMX 1924

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.12.1989 Repair ‘VEHICLE STENCILS’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DOOR OPENING MECHANISM’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘HANDRAILS END’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRAKE PULL ROD’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
20.06.1990 Repair ‘HANDRAILS END’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘BRANCH PIPE’.
18.10.1990 Repair ‘END BRAKE COCK’.
18.10.1990 Repair ‘SIDE BEARER’.
18.10.1990 Repair ‘TOP CENTRE PLATE’.
18.10.1990 Repair ‘TRAIN PIPE’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘DOOR COMPLETE’.
21.02.1991 Repair ‘END HOSE’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1991 Repair ‘DOOR FRAME’.
21.11.1991 Repair ‘END HOSE’.
21.11.1991 Repair ‘HANDRAILS’.
21.11.1991 Repair ‘STANCHION’.
21.11.1991 Repair ‘TRAIN PIPE (END)’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

3141



2. TIMS GROUP INFORMATION - WAGONS

07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOMX 1925

09.01.1992 Reclassified from wagon ‘AOMX 1925 U’ to ’ wagon ‘AOPX 1925 G’.

2.110 Wagon classification starting with ‘AOO’

AOOX 1975

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

02.10.1989 Repair ‘BRAKE CONTROL PIPE’.
02.10.1989 Repair ‘DOOR OPENING MECHANISM’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘DOOR OPENING MECHANISM’.
26.10.1989 Repair ‘EMPTY LOAD VALVE’.
26.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘DOOR HINGES AND PINS’.
07.02.1990 Repair ‘DOOR LOCK MECHANISM’.
07.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.
08.09.1990 Repair ‘DOOR LOCK MECHANISM’.
08.09.1990 Repair ‘END HOSE’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘END BRAKE COCK’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.09.1991 Repair ‘STEP’.
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11.07.1992 Repair ‘STEP’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
05.03.1993 Repair ‘TRAIN PIPE’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BRAKE CONTROL PIPE’.
21.05.1993 Repair ‘HANDRAILS END’.
28.10.1993 Repair ‘DOOR COMPLETE’.
28.10.1993 Repair ‘STANCHION’.
09.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.03.1994 Repair ‘DOOR LOCK MECHANISM’.
14.03.1994 Repair ‘STANCHION’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.

AOOX 1977

31.01.1990 Repair ‘DOOR HINGES AND PINS’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 1978

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘HANDRAILS END’.
22.09.1989 Repair ‘STANCHION’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
04.06.1990 Repair ‘DOOR HINGES AND PINS’.
04.07.1990 Repair ‘DOOR COMPLETE’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘END BRAKE COCK’.
21.11.1990 Repair ‘END HOSE’.
21.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1990 Repair ‘TRAIN PIPE (END)’.
21.11.1990 Repair ‘TRAIN PIPE’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 1981

21.06.1994 Reclassified from wagon ‘AOOX 1981 P’ to ’ wagon ‘ROOX 1981 J’.

AOOX 1983

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘BRAKE PULL ROD’.
29.10.1990 Repair ‘COUPLER COMPLETE’.
29.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘STANCHION’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Repair ‘END BRAKE COCK’.
11.03.1993 Repair ‘END HOSE’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 1986

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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AOOX 1987

19.09.1989 Repair ‘STANCHION’.
04.02.1991 Repair ‘DOOR LOCK MECHANISM’.
14.02.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Repair ‘VEHICLE STENCILS’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 1990

28.05.1994 Reclassified from wagon ‘AOOX 1990 Y’ to ’ wagon ‘ROOX 1990 X’.

AOOX 1991

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘STANCHION’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
11.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1991 Repair ‘BOGIE COMPLETE’.
11.05.1991 Repair ‘COUPLER KNUCKLE’.
11.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.05.1991 Repair ‘END BRAKE COCK’.
11.05.1991 Repair ‘END HOSE’.
11.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1991 Repair ‘TRAIN PIPE (END)’.
19.07.1991 Repair ‘DOOR LOCK MECHANISM’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 1993

17.06.1994 Reclassified from wagon ‘AOOX 1993 S’ to ’ wagon ‘ROOX 1993 M’.

AOOX 1994

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘VEHICLE STENCILS’.
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26.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘END BRAKE COCK’.
02.07.1990 Repair ‘TRAIN PIPE (END)’.
02.07.1990 Repair ‘TRAIN PIPE’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE COMPLETE’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.11.1990 Repair ‘END HOSE’.
13.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘SIDE BEARER’.
13.11.1990 Repair ‘TOP CENTRE PLATE’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2143

Details: wagon ‘AOOX 2143 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.12.1969
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Operating System: AN
Intended Use: GENERAL
Remarks: W/O 13.03.93
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ
Return to Service Date: 05.07.1995
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 18.04.1988
Last Single Car Test: 23.03.1989
Last Lift: 16.06.1983
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

23.09.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
11.12.1991 Repair ‘BRANCH PIPE’.
21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
25.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.

AOOX 2145

Details: wagon ‘AOOX 2145 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.12.1969
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Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ
Return to Service Date: 09.12.1994
Due Triple Valve: 01.01.1995
Last Lift: 23.11.1987
Cont Max Slots: 3

19.03.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1990 Repair ‘DOOR LOCK MECHANISM’.
21.07.1990 Repair ‘DOOR OPENING MECHANISM’.
21.07.1990 Repair ‘END BRAKE COCK’.
21.07.1990 Repair ‘END HOSE’.
21.07.1990 Repair ‘GRADE CONTROL VALVE’.
21.07.1990 Repair ‘STEP’.
21.07.1990 Repair ‘TRAIN PIPE (END)’.
21.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
14.11.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘DOOR LOCK MECHANISM’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘COUPLER KNUCKLE’.
22.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.03.1993 Repair ‘DOOR LOCK MECHANISM’.
22.03.1993 Repair ‘EMPTY LOAD VALVE’.
22.03.1993 Repair ‘GRADE CONTROL VALVE’.
22.03.1993 Repair ‘TRAIN PIPE (END)’.
22.03.1993 Repair ‘TRAIN PIPE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
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24.05.1994 Alteration ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX 2145, 2282,
2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989, 4173. (RS4856)’.
New class: ‘AZOX’.

16.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.

AOOX 2146

26.07.1994 Reclassified from wagon ‘AOOX 2146 B’ to ’ wagon ‘ROOX 2146 S’.

AOOX 2149

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2150

18.09.1990 Repair ‘YOKE CARRIER’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE PULL ROD’.
06.01.1992 Repair ‘BRANCH PIPE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘EMPTY LOAD VALVE’.
06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1992 Repair ‘HANDRAILS END’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2152

11.01.1990 Repair ‘END BRAKE COCK’.
11.01.1990 Repair ‘TRAIN PIPE (END)’.
18.03.1990 Repair ‘STEP’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
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15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘DRAFT GEAR POCKET’.
15.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘END BRAKE COCK’.
15.11.1990 Repair ‘END HOSE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1990 Repair ‘TRAIN PIPE (END)’.
15.11.1990 Repair ‘TRAIN PIPE (END)’.
15.11.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
31.03.1991 Repair ‘HANDRAILS END’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘EMPTY LOAD VALVE’.
02.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1992 Repair ‘HANDRAILS END’.
20.09.1992 Repair ‘STEP’.
28.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.01.1993 Repair ‘TRAIN PIPE (END)’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.03.1993 Repair ‘TRAIN PIPE (END)’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Reclassified from wagon ‘AOOX 2152 T’ to ’ wagon ‘ROKX 2152 B’.

AOOX 2155

27.01.1990 Repair ‘DOOR OPENING MECHANISM’.
27.01.1990 Repair ‘HANDRAILS END’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘DOOR HINGES AND PINS’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
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04.08.1991 Repair ‘STEP’.
23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2157

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BODY COMPLETE’.
20.04.1990 Repair ‘BOGIE BEARERS’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘END BRAKE COCK’.
20.04.1990 Repair ‘END HOSE’.
20.04.1990 Repair ‘RELAY VALVE’.
20.04.1990 Repair ‘SIDE BEARER’.
20.04.1990 Repair ‘TOP CENTRE PLATE’.
20.04.1990 Repair ‘TRAIN PIPE (END)’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘STEP’.
29.11.1990 Repair ‘DOOR COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2160

20.06.1994 Reclassified from wagon ‘AOOX 2160 J’ to ’ wagon ‘ROOX 2160 D’.

AOOX 2161

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE CONTROL PIPE’.
19.04.1990 Repair ‘VEHICLE COMPLETE’.
19.04.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘DOOR COMPLETE’.
22.03.1991 Repair ‘DOOR LOCK MECHANISM’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

3151



2. TIMS GROUP INFORMATION - WAGONS

AOOX 2162

09.07.1994 Reclassified from wagon ‘AOOX 2162 E’ to ’ wagon ‘ROOX 2162 V’.

AOOX 2165

07.06.1994 Reclassified from wagon ‘AOOX 2165 X’ to ’ wagon ‘ROOX 2165 C’.

AOOX 2168

07.06.1994 Reclassified from wagon ‘AOOX 2168 M’ to ’ wagon ‘ROOX 2168 G’.

AOOX 2169

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘STANCHION’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1990 Repair ‘STANCHION’.
16.01.1990 Repair ‘WEAR PLATES & SADDLES’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘END BRAKE COCK’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘BRAKE CONTROL PIPE’.
26.01.1991 Repair ‘COUPLER KNUCKLE’.
26.01.1991 Repair ‘EMPTY LOAD VALVE’.
26.01.1991 Repair ‘END BRAKE COCK’.
26.01.1991 Repair ‘END HOSE’.
26.01.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘END BRAKE COCK’.
19.04.1991 Repair ‘END HOSE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘TRAIN PIPE (END)’.
19.04.1991 Repair ‘TRAIN PIPE’.
19.04.1991 Repair ‘WEAR PLATES & SADDLES’.
05.06.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2170

24.05.1994 Reclassified from wagon ‘AOOX 2170 R’ to ’ wagon ‘ROOX 2170 L’.
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AOOX 2171

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘RELAY VALVE’.
04.08.1989 Repair ‘STEP’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘DOOR OPENING MECHANISM’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘STEP’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘STEP’.
08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.
08.09.1990 Repair ‘END BRAKE COCK’.
08.09.1990 Repair ‘END HOSE’.
08.09.1990 Repair ‘HOSE FITTINGS’.
08.09.1990 Repair ‘TRAIN PIPE (END)’.
08.09.1990 Repair ‘TRAIN PIPE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2173

10.05.1994 Reclassified from wagon ‘AOOX 2173 V’ to ’ wagon ‘ROOX 2173 P’.

AOOX 2258

17.10.1989 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘CARD OR CLIP HOLDER’.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1990 Repair ‘DOOR HINGES AND PINS’.
21.02.1990 Repair ‘DOOR OPENING MECHANISM’.
21.02.1990 Repair ‘DRAFT GEAR POCKET’.
21.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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21.02.1990 Repair ‘END HOSE’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘STANCHION’.
21.02.1990 Repair ‘STEP’.
21.08.1990 Repair ‘STEP’.
01.02.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘DOOR COMPLETE’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘DOOR COMPLETE’.
08.01.1992 Repair ‘SIDE MEMBER’.
08.01.1992 Repair ‘STANCHION’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2261

28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Repair ‘HANDBRAKE HANDLE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘END BRAKE COCK’.
26.06.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘BRAKE LEVER’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1991 Repair ‘HANDBRAKE HANDLE’.
07.10.1991 Repair ‘TRAIN PIPE (END)’.
07.10.1991 Repair ‘TRAIN PIPE’.
07.10.1991 Repair ‘YOKE COMPLETE’.
21.10.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOOX 2266

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘EMPTY LOAD VALVE’.
18.08.1989 Repair ‘GRADE CONTROL VALVE’.
18.08.1989 Repair ‘RELAY VALVE’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
07.11.1989 Repair ‘END BRAKE COCK’.
07.11.1989 Repair ‘END HOSE’.
07.11.1989 Repair ‘HANDRAILS END’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘DOOR HINGES AND PINS’.
11.01.1990 Repair ‘DOOR OPENING MECHANISM’.
11.01.1990 Repair ‘HANDRAILS END’.
11.01.1990 Repair ‘TRAIN PIPE (END)’.
11.01.1990 Repair ‘TRAIN PIPE’.
21.06.1990 Repair ‘VEHICLE COMPLETE’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘DOOR COMPLETE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘TRAIN PIPE (END)’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Repair ‘STEP’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.11.1991 Repair ‘DOOR LOCK MECHANISM’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘END BRAKE COCK’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘STANCHION’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2267

20.04.1994 Reclassified from wagon ‘AOOX 2267 K’ to ’ wagon ‘ROOX 2267 E’.

AOOX 2269

17.06.1994 Reclassified from wagon ‘AOOX 2269 F’ to ’ wagon ‘ROOX 2269 W’.
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AOOX 2275

19.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘TRAIN PIPE (END)’.
23.07.1990 Repair ‘TRAIN PIPE’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.10.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘STANCHION’.
08.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2276

26.06.1994 Reclassified from wagon ‘AOOX 2276 J’ to ’ wagon ‘ROOX 2276 D’.

AOOX 2277

21.05.1994 Reclassified from wagon ‘AOOX 2277 S’ to ’ wagon ‘ROOX 2277 M’.

AOOX 2280

24.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘CARD OR CLIP HOLDER’.
30.08.1989 Repair ‘DOOR COMPLETE’.
30.08.1989 Repair ‘END HOSE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘EMPTY LOAD VALVE’.
29.11.1989 Repair ‘GRADE CONTROL VALVE’.
29.11.1989 Repair ‘STANCHION’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘END BRAKE COCK’.
06.03.1990 Repair ‘END HOSE’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘TRAIN PIPE’.
06.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1990 Repair ‘WEAR PLATES & SADDLES’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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15.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2285

06.07.1994 Reclassified from wagon ‘AOOX 2285 X’ to ’ wagon ‘ROOX 2285 C’.

AOOX 2301

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘BRAKE LEVER’.
31.08.1989 Repair ‘DOOR COMPLETE’.
31.08.1989 Repair ‘DOOR HINGES AND PINS’.
31.08.1989 Repair ‘DOOR OPENING MECHANISM’.
31.08.1989 Repair ‘SIDE BEARER’.
31.08.1989 Repair ‘TOP CENTRE PLATE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘DOOR COMPLETE’.
03.05.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.05.1990 Repair ‘HANDRAILS END’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Repair ‘TRAIN PIPE’.
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1990 Repair ‘YOKE COMPLETE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘DOOR LOCK MECHANISM’.
12.12.1990 Repair ‘STANCHION’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘STEP’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘STRIKING CASTING’.
05.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘HANDRAILS END’.
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2303

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘TOP CENTRE PLATE’.
25.05.1990 Repair ‘TRAIN PIPE (END)’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
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24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘ISOLATING COCK’.
24.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2305

04.11.1989 Repair ‘HANDRAILS END’.
10.01.1990 Repair ‘DOOR HINGES AND PINS’.
10.01.1990 Repair ‘DOOR OPENING MECHANISM’.
10.01.1990 Repair ‘END BRAKE COCK’.
19.06.1990 Repair ‘STEP’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2306

28.09.1989 Repair ‘STEP’.
29.09.1989 Repair ‘NYLON HOSE’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Repair ‘DOOR COMPLETE’.
20.07.1990 Repair ‘VEHICLE COMPLETE’.
20.07.1990 Repair ‘VEHICLE STENCILS’.
17.08.1990 Repair ‘END BRAKE COCK’.
17.08.1990 Repair ‘END HOSE’.
17.08.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘END BRAKE COCK’.
07.05.1991 Repair ‘END HOSE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Repair ‘TRAIN PIPE’.
30.08.1991 Repair ‘SIDE SHEET’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2307

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘DOOR COMPLETE’.
12.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.04.1990 Repair ‘END BRAKE COCK’.
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12.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1990 Repair ‘STANCHION’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1990 Repair ‘YOKE COMPLETE’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

20.08.1990 Repair ‘DOOR LOCK MECHANISM’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.12.1991 Repair ‘GRAFFITI REMOVAL’.
29.02.1992 Repair ‘STEP’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘CARD OR CLIP HOLDER’.
03.08.1992 Repair ‘DOOR OPENING MECHANISM’.
03.08.1992 Repair ‘END BRAKE COCK’.
03.08.1992 Repair ‘END BRAKE COCK’.
03.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Reclassified from wagon ‘AOOX 2307 P’ to ’ wagon ‘ROOX 2307 J’.

AOOX 2309

08.06.1994 Reclassified from wagon ‘AOOX 2309 K’ to ’ wagon ‘ROOX 2309 E’.

AOOX 2313

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘END BRAKE COCK’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘VEHICLE COMPLETE’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
12.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
16.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘STEP’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.02.1992 Repair ‘END BRAKE COCK’.
03.02.1992 Repair ‘TRAIN PIPE’.
09.03.1992 Repair ‘DOOR LOCK MECHANISM’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1993 Repair ‘SIDE STEP’.
21.07.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1994 Repair ‘STEP’.
27.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2314

20.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1990 Repair ‘YOKE CARRIER’.
05.03.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE STENCILS’.
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1992 Repair ‘END HOSE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

3160



2.110. Wagon classification starting with ‘AOO’

06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘STANCHION’.
06.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1992 Repair ‘STEP’.
04.12.1992 Repair ‘TRAIN PIPE (END)’.
04.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.09.1993 Repair ‘DOOR COMPLETE’.
15.09.1993 Repair ‘DOOR LOCK MECHANISM’.
15.09.1993 Repair ‘END BRAKE COCK’.
16.01.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2315

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BRAKE PULL ROD’.
18.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘EMPTY LOAD VALVE’.
18.07.1989 Repair ‘END HOSE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘STEP’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘NYLON HOSE’.
05.03.1990 Repair ‘TRAIN PIPE’.
05.03.1990 Repair ‘VEHICLE STENCILS’.
23.05.1990 Repair ‘END BRAKE COCK’.
23.05.1990 Repair ‘END HOSE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.05.1990 Repair ‘DOOR OPENING MECHANISM’.
02.02.1991 Repair ‘HANDRAILS END’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
25.02.1993 Repair ‘SIDE STEP’.
14.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1993 Repair ‘BRAKE BLOCK RB95’.
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14.06.1993 Repair ‘COUPLER KNUCKLE’.
14.06.1993 Repair ‘EMPTY LOAD VALVE’.
14.06.1993 Repair ‘END BRAKE COCK’.
14.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘HANDRAILS END’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Reclassified from wagon ‘AOOX 2315 F’ to ’ wagon ‘ROOX 2315 W’.

AOOX 2317

Details: wagon ‘AOOX 2317 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO
Return to Service Date: 02.07.1992
Last Brake Cylinder: 02.07.1992
Last Single Car Test: 08.06.1989
Last Lift: 01.05.1984
Cont Max Slots: 3

25.05.1990 Repair ‘STEP’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BEARINGS’.
05.06.1990 Repair ‘BRAKE LEVER’.
05.06.1990 Repair ‘COUPLER COMPLETE’.
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05.06.1990 Repair ‘COUPLER KNUCKLE’.
05.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1990 Repair ‘STEP’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘DOOR LOCK MECHANISM’.
12.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.05.1991 Repair ‘END HOSE’.
15.08.1991 Repair ‘TRAIN PIPE (END)’.
15.08.1991 Repair ‘TRAIN PIPE’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
02.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.

AOOX 2320

04.08.1994 Reclassified from wagon ‘AOOX 2320 Y’ to ’ wagon ‘ROOX 2320 X’.

AOOX 2321

28.05.1994 Reclassified from wagon ‘AOOX 2321 A’ to ’ wagon ‘ROOX 2321 R’.

AOOX 2324

29.07.1994 Reclassified from wagon ‘AOOX 2324 E’ to ’ wagon ‘ROOX 2324 V’.

AOOX 2331

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘DOOR COMPLETE’.
18.09.1989 Repair ‘DOOR HINGES AND PINS’.
18.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1989 Repair ‘END HOSE’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘STEP’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘DOOR HINGES AND PINS’.
19.10.1990 Repair ‘EMPTY LOAD VALVE’.
19.10.1990 Repair ‘GRADE CONTROL VALVE’.
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19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘TRAIN PIPE (END)’.
27.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.09.1993 Repair ‘STEP’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2332

04.08.1994 Reclassified from wagon ‘AOOX 2332 R’ to ’ wagon ‘ROOX 2332 L’.

AOOX 2333

04.06.1994 Reclassified from wagon ‘AOOX 2333 D’ to ’ wagon ‘ROOX 2333 U’.

AOOX 2334

06.11.1989 Repair ‘END HOSE’.
09.04.1990 Repair ‘END BRAKE COCK’.
09.04.1990 Repair ‘END HOSE’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘STANCHION’.
21.09.1990 Repair ‘DOOR COMPLETE’.
21.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2335

09.07.1989 Repair ‘HANDRAILS END’.
30.08.1989 Repair ‘DOOR COMPLETE’.
24.10.1989 Repair ‘HANDRAILS END’.
24.10.1989 Repair ‘STEP’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘END HOSE’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1990 Repair ‘TRAIN PIPE’.
09.04.1990 Repair ‘WEAR PLATES & SADDLES’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE SPRING’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘HANDRAILS END’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
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09.05.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘DOOR HINGES AND PINS’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1990 Repair ‘STEP’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘DOOR LOCK MECHANISM’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BEARINGS’.
10.10.1991 Repair ‘DOOR LOCK MECHANISM’.
10.10.1991 Repair ‘VEHICLE STENCILS’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2515

27.07.1994 Reclassified from wagon ‘AOOX 2515 T’ to ’ wagon ‘ROOX 2515 N’.

AOOX 2516

21.05.1994 Reclassified from wagon ‘AOOX 2516 F’ to ’ wagon ‘ROOX 2516 W’.

AOOX 2517

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘END BRAKE COCK’.
06.08.1990 Repair ‘END HOSE’.
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06.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Repair ‘TRAIN PIPE’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘VEHICLE STENCILS’.
24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2518

29.01.1990 Repair ‘HANDRAILS END’.
29.01.1990 Repair ‘STEP’.
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Repair ‘DOOR COMPLETE’.
04.04.1990 Repair ‘DOOR OPENING MECHANISM’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Repair ‘STEP’.
20.09.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2520

09.08.1994 Reclassified from wagon ‘AOOX 2520 F’ to ’ wagon ‘ROOX 2520 W’.

AOOX 2531

18.07.1989 Repair ‘DOOR OPENING MECHANISM’.
23.08.1990 Repair ‘DOOR COMPLETE’.
29.10.1990 Repair ‘DOOR COMPLETE’.
29.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2532

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘BRAKE LEVER’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
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28.08.1989 Repair ‘END HOSE’.
28.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1989 Repair ‘TRAIN PIPE’.
07.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
07.11.1989 Repair ‘BRAKE PULL ROD’.
07.11.1989 Repair ‘CARD OR CLIP HOLDER’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘DOOR OPENING MECHANISM’.
07.11.1989 Repair ‘EMPTY LOAD VALVE’.
07.11.1989 Repair ‘HANDRAILS END’.
07.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1989 Repair ‘SIDE MEMBER’.
07.11.1989 Repair ‘STANCHION’.
17.01.1990 Repair ‘SIDE STEP’.
06.04.1990 Repair ‘DOOR COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE STENCILS’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.07.1990 Repair ‘END HOSE’.
20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1990 Repair ‘SIDE BEARER’.
20.07.1990 Repair ‘TOP CENTRE PLATE’.
20.07.1990 Repair ‘WEAR PLATES & SADDLES’.
13.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘DOOR LOCK MECHANISM’.
01.07.1991 Repair ‘STANCHION’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘STANCHION’.
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2537

24.05.1994 Reclassified from wagon ‘AOOX 2537 H’ to ’ wagon ‘ROOX 2537 B’.

AOOX 2541

29.07.1994 Reclassified from wagon ‘AOOX 2541 H’ to ’ wagon ‘ROOX 2541 B’.

AOOX 2543

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2544

05.08.1994 Reclassified from wagon ‘AOOX 2544 L’ to ’ wagon ‘ROOX 2544 F’.

AOOX 2545

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2547

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BODY COMPLETE’.
25.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.09.1989 Repair ‘BRAKE LEVER’.
25.09.1989 Repair ‘BRAKE PULL ROD’.
25.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1990 Repair ‘DOOR LOCK MECHANISM’.
31.05.1990 Repair ‘END HOSE’.
03.05.1991 Repair ‘HANDRAILS END’.
05.08.1991 Repair ‘DOOR OPENING MECHANISM’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BEARINGS’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2549

05.08.1995 Reclassified from wagon ‘AOOX 2549 K’ to ’ wagon ‘AZOX 2549 J’.

AOOX 2551

04.06.1994 Reclassified from wagon ‘AOOX 2551 P’ to ’ wagon ‘ROOX 2551 J’.

AOOX 2554

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2559

08.11.1989 Repair ‘HANDRAILS END’.
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22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRANCH PIPE’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1991 Repair ‘EMPTY LOAD VALVE’.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
01.09.1991 Repair ‘HANDRAILS END’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2562

26.07.1994 Reclassified from wagon ‘AOOX 2562 J’ to ’ wagon ‘ROOX 2562 D’.

AOOX 2563

13.06.1994 Reclassified from wagon ‘AOOX 2563 S’ to ’ wagon ‘ROOX 2563 M’.

AOOX 2566

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘DOOR LOCK MECHANISM’.
02.10.1989 Repair ‘END HOSE’.
02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Repair ‘STANCHION’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘DOOR OPENING MECHANISM’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2568

25.07.1994 Reclassified from wagon ‘AOOX 2568 R’ to ’ wagon ‘ROOX 2568 L’.

AOOX 2570

Details: wagon ‘AOOX 2570 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.02.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 10.05.1996
Last Triple Valve: 06.12.1989
Last Brake Cylinder: 24.07.1992
Last Single Car Test: 15.04.1993
Last Lift: 18.09.1985
Cont Max Slots: 3

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BRAKE CONTROL PIPE’.
23.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘DOOR COMPLETE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘END COMPLETE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1989 Repair ‘SIDE COMPLETE’.
23.11.1989 Repair ‘STANCHION’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE COMPLETE’.
14.06.1990 Repair ‘HANDRAILS END’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
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03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE BLOCK RB95’.
03.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘EMPTY LOAD VALVE’.
24.07.1992 Repair ‘END COMPLETE’.
24.07.1992 Repair ‘GRADE CONTROL VALVE’.
24.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1992 Repair ‘SIDE STEP’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘END BRAKE COCK’.
13.04.1993 Repair ‘END HOSE’.
13.04.1993 Repair ‘HANDRAILS END’.
13.04.1993 Repair ‘STEP’.
13.04.1993 Repair ‘TRAIN PIPE (END)’.
13.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1993 Repair ‘COUPLER KNUCKLE’.
14.06.1993 Repair ‘EMPTY LOAD VALVE’.
14.06.1993 Repair ‘GRADE CONTROL VALVE’.
14.06.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE SPRING’.
17.11.1993 Repair ‘CARD OR CLIP HOLDER’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

AOOX 2608

28.05.1994 Reclassified from wagon ‘AOOX 2608 W’ to ’ wagon ‘ROOX 2608 Q’.

AOOX 2609

09.04.1990 Repair ‘DOOR COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOOX 2611

16.06.1994 Reclassified from wagon ‘AOOX 2611 N’ to ’ wagon ‘ROOX 2611 H’.

AOOX 2617

22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1990 Repair ‘END BRAKE COCK’.
17.05.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Repair ‘CARD OR CLIP HOLDER’.
23.08.1990 Repair ‘DOOR COMPLETE’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘COUPLER COMPLETE’.
19.12.1991 Repair ‘DOOR COMPLETE’.
19.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1991 Repair ‘YOKE COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1993 Repair ‘STEP’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2621

05.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘END BRAKE COCK’.
19.02.1991 Repair ‘TRAIN PIPE (END)’.
19.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2622

04.05.1994 Reclassified from wagon ‘AOOX 2622 H’ to ’ wagon ‘ROOX 2622 B’.
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AOOX 2623

18.07.1994 Reclassified from wagon ‘AOOX 2623 Q’ to ’ wagon ‘ROOX 2623 K’.

AOOX 2624

19.05.1994 Reclassified from wagon ‘AOOX 2624 C’ to ’ wagon ‘ROOX 2624 T’.

AOOX 2627

28.05.1994 Reclassified from wagon ‘AOOX 2627 G’ to ’ wagon ‘ROOX 2627 A’.

AOOX 2628

02.03.1992 Repair ‘HANDRAILS END’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.06.1992 Repair ‘COUPLER KNUCKLE’.
26.06.1992 Repair ‘EMPTY LOAD VALVE’.
26.06.1992 Repair ‘END BRAKE COCK’.
26.06.1992 Repair ‘END HOSE’.
26.06.1992 Repair ‘GRADE CONTROL VALVE’.
26.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1992 Repair ‘STEP’.
29.10.1992 Repair ‘DOOR COMPLETE’.
16.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1993 Repair ‘STEP’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2629

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE PULL ROD’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.02.1990 Repair ‘DOOR COMPLETE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘EMPTY LOAD VALVE’.
19.10.1990 Repair ‘GRADE CONTROL VALVE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘TOP CENTRE PLATE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2630

19.09.1994 Reclassified from wagon ‘AOOX 2630 U’ to ’ wagon ‘ROOX 2630 Y’.
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AOOX 2635

11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2640

22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.12.1989 Repair ‘TRAIN PIPE (END)’.
22.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1990 Repair ‘BRANCH PIPE’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘DOOR LOCK MECHANISM’.
22.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1990 Repair ‘TRANSOM’.
22.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘END HOSE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Repair ‘STANCHION’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘STEP’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
22.12.1992 Repair ‘DOOR COMPLETE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AOOX 2643

03.06.1994 Reclassified from wagon ‘AOOX 2643 J’ to ’ wagon ‘ROOX 2643 D’.
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AOOX 2644

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2645

09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘DOOR HINGES AND PINS’.
09.03.1990 Repair ‘DOOR LOCK MECHANISM’.
09.03.1990 Repair ‘STANCHION’.
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘BRAKE BLOCK RB95’.
26.04.1991 Repair ‘END HOSE’.
26.04.1991 Repair ‘STANCHION’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2839

13.06.1994 Reclassified from wagon ‘AOOX 2839 A’ to ’ wagon ‘ROOX 2839 R’.

AOOX 2841

15.07.1994 Reclassified from wagon ‘AOOX 2841 F’ to ’ wagon ‘ROOX 2841 W’.

AOOX 2842

03.05.1994 Reclassified from wagon ‘AOOX 2842 Y’ to ’ wagon ‘ROOX 2842 X’.

AOOX 2845

04.06.1994 Reclassified from wagon ‘AOOX 2845 S’ to ’ wagon ‘ROOX 2845 M’.

AOOX 2848

03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1990 Repair ‘HANDRAILS END’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2853

05.10.1994 Reclassified from wagon ‘AOOX 2853 X’ to ’ wagon ‘ROOX 2853 C’.

AOOX 2855

01.06.1994 Reclassified from wagon ‘AOOX 2855 D’ to ’ wagon ‘ROOX 2855 U’.

3175



2. TIMS GROUP INFORMATION - WAGONS

AOOX 2858

10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE LEVER, DEAD’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘SIDE BEARER’.
10.10.1990 Repair ‘TOP CENTRE PLATE’.
10.10.1990 Repair ‘TRAIN PIPE (END)’.
02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1991 Repair ‘BOGIE SPRING’.
02.03.1991 Repair ‘CARD OR CLIP HOLDER’.
02.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1991 Repair ‘RELAY VALVE’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘STEP’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2859

04.08.1994 Reclassified from wagon ‘AOOX 2859 Q’ to ’ wagon ‘ROOX 2859 K’.

AOOX 2860

21.07.1989 Repair ‘DOOR OPENING MECHANISM’.
20.03.1990 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘STEP’.
28.05.1990 Repair ‘DOOR FRAME’.
28.05.1990 Repair ‘STANCHION’.
01.06.1990 Repair ‘END HOSE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1990 Repair ‘STEP’.
04.06.1990 Repair ‘VEHICLE STENCILS’.
08.09.1990 Repair ‘STEP’.
22.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘BRAKE CONTROL PIPE’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.11.1991 Repair ‘TRAIN PIPE (END)’.
28.11.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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16.12.1991 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BRAKE BLOCK RB95’.
25.03.1992 Repair ‘BRAKE LEVER’.
25.03.1992 Repair ‘STANCHION’.
25.03.1992 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2861

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘HANDRAILS END’.
17.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1990 Repair ‘SIDE STEP’.
17.01.1990 Repair ‘STANCHION’.
17.01.1990 Repair ‘STEP’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Repair ‘TRAIN PIPE’.
17.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1990 Repair ‘STEP’.
27.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1990 Repair ‘STEP’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.04.1991 Repair ‘STEP’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2864

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2865

04.06.1994 Reclassified from wagon ‘AOOX 2865 L’ to ’ wagon ‘ROOX 2865 F’.

AOOX 2869

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘COUPLER COMPLETE’.
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13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
13.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1991 Repair ‘RELAY VALVE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1992 Repair ‘HANDRAILS END’.
21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
14.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.09.1993 Repair ‘DOOR LOCK MECHANISM’.
21.09.1993 Repair ‘EMPTY LOAD VALVE’.
21.09.1993 Repair ‘GRADE CONTROL VALVE’.
21.09.1993 Repair ‘STANCHION’.
09.01.1994 Repair ‘STEP’.
15.01.1994 Repair ‘STEP’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.
12.08.1994 Reclassified from wagon ‘AOOX 2869 B’ to ’ wagon ‘ROOX 2869 S’.

AOOX 2870

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘CARD OR CLIP HOLDER’.
15.08.1989 Repair ‘DOOR COVERING’.
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15.08.1989 Repair ‘DOOR FRAME’.
15.08.1989 Repair ‘DOOR OPENING MECHANISM’.
15.08.1989 Repair ‘HANDRAILS END’.
15.08.1989 Repair ‘STANCHION’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1989 Repair ‘HANDRAILS END’.
11.09.1989 Repair ‘STEP’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘DOOR FRAME’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
08.10.1990 Repair ‘HANDRAILS END’.
22.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1990 Repair ‘STANCHION’.
07.11.1990 Repair ‘DOOR LOCK MECHANISM’.
23.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2873

02.09.1994 Reclassified from wagon ‘AOOX 2873 B’ to ’ wagon ‘ROOX 2873 S’.

AOOX 2877

04.11.1994 Reclassified from wagon ‘AOOX 2877 Y’ to ’ wagon ‘ROOX 2877 X’.

AOOX 2885

27.04.1994 Reclassified from wagon ‘AOOX 2885 E’ to ’ wagon ‘ROOX 2885 V’.

AOOX 2889

28.05.1994 Reclassified from wagon ‘AOOX 2889 R’ to ’ wagon ‘ROOX 2889 L’.

AOOX 2892

16.12.1992 Reclassified from wagon ‘AOOX 2892 X’ to ’ wagon ‘AZVL 2892 D’.

AOOX 2897

28.06.1994 Reclassified from wagon ‘AOOX 2897 H’ to ’ wagon ‘ROOX 2897 B’.

AOOX 2898

04.08.1994 Reclassified from wagon ‘AOOX 2898 Q’ to ’ wagon ‘ROOX 2898 K’.

AOOX 2903

28.09.1994 Reclassified from wagon ‘AOOX 2903 V’ to ’ wagon ‘ROOX 2903 P’.
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AOOX 2905

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1989 Repair ‘COUPLER KNUCKLE’.
11.09.1989 Repair ‘DOOR LOCK MECHANISM’.
11.09.1989 Repair ‘EMPTY LOAD VALVE’.
11.09.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1989 Repair ‘DOOR HINGES AND PINS’.
15.02.1990 Repair ‘HANDRAILS END’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.02.1991 Repair ‘STEP’.
13.03.1991 Repair ‘TRAIN PIPE’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1993 Repair ‘END BRAKE COCK’.
11.03.1993 Repair ‘END HOSE’.
11.03.1993 Repair ‘GRADE CONTROL VALVE’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Alteration ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX 2145, 2282,

2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989, 4173. (RS4856)’.
New class: ‘AZOX’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.

AOOX 2908

05.06.1994 Reclassified from wagon ‘AOOX 2908 U’ to ’ wagon ‘ROOX 2908 Y’.

3180



2.110. Wagon classification starting with ‘AOO’

AOOX 2916

Details: wagon ‘AOOX 2916 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX;STORED 18.02.93 STI
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK
Return to Service Date: 13.04.1995
Last Triple Valve: 23.03.1988
Last Brake Cylinder: 22.03.1991
Last Single Car Test: 23.01.1989
Last Lift: 03.10.1977
Cont Max Slots: 3

14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1989 Repair ‘STANCHION’.
31.10.1989 Repair ‘STANCHION’.
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

20.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1990 Repair ‘DOOR COMPLETE’.
14.03.1991 Repair ‘STEP’.
14.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘HANDRAILS END’.
23.04.1991 Repair ‘STEP’.
23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘CARD OR CLIP HOLDER’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Alteration ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX 2145, 2282,

2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989, 4173. (RS4856)’.
New class: ‘AZOX’.

30.03.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.

AOOX 2922

27.02.1990 Repair ‘HANDRAILS END’.
27.02.1990 Repair ‘HANDRAILS END’.
15.10.1990 Repair ‘HANDRAILS END’.
15.10.1990 Repair ‘STEP’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘DOOR LOCK MECHANISM’.
29.03.1993 Repair ‘GRADE CONTROL VALVE’.
29.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.03.1993 Repair ‘VEHICLE STENCILS’.
26.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2926

13.05.1994 Reclassified from wagon ‘AOOX 2926 S’ to ’ wagon ‘ROOX 2926 M’.

AOOX 2927

13.09.1989 Repair ‘DOOR LOCK MECHANISM’.
13.09.1989 Repair ‘STANCHION’.
29.11.1989 Repair ‘HANDRAILS’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘END BRAKE COCK’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.12.1989 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Repair ‘DOOR LOCK MECHANISM’.
06.06.1990 Repair ‘END HOSE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
18.02.1991 Repair ‘BOGIE BEARINGS’.
13.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2930

28.07.1989 Repair ‘HANDRAILS END’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE PULL ROD’.
14.02.1990 Repair ‘DOOR HINGES AND PINS’.
14.02.1990 Repair ‘END BRAKE COCK’.
14.02.1990 Repair ‘END HOSE’.
14.02.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Repair ‘STEP’.
30.12.1990 Repair ‘STEP’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
30.05.1991 Repair ‘HANDRAILS END’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.11.1992 Repair ‘STANCHION’.
17.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2934

16.06.1994 Reclassified from wagon ‘AOOX 2934 X’ to ’ wagon ‘ROOX 2934 C’.

AOOX 2936

04.06.1994 Reclassified from wagon ‘AOOX 2936 D’ to ’ wagon ‘ROOX 2936 U’.

AOOX 2937

26.06.1994 Reclassified from wagon ‘AOOX 2937 M’ to ’ wagon ‘ROOX 2937 G’.

AOOX 2938

06.10.1994 Reclassified from wagon ‘AOOX 2938 V’ to ’ wagon ‘ROOX 2938 P’.
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AOOX 2940

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘END BRAKE COCK’.
13.07.1989 Repair ‘END HOSE’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘TRAIN PIPE (END)’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
08.01.1990 Repair ‘STANCHION’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

28.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘DOOR LOCK MECHANISM’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2946

23.05.1994 Reclassified from wagon ‘AOOX 2946 L’ to ’ wagon ‘ROOX 2946 F’.

AOOX 2948

12.06.1994 Reclassified from wagon ‘AOOX 2948 G’ to ’ wagon ‘ROOX 2948 A’.

AOOX 2954

13.06.1994 Reclassified from wagon ‘AOOX 2954 B’ to ’ wagon ‘ROOX 2954 S’.

AOOX 2959

06.12.1994 Reclassified from wagon ‘AOOX 2959 A’ to ’ wagon ‘ROOX 2959 R’.

AOOX 2961

11.07.1994 Reclassified from wagon ‘AOOX 2961 F’ to ’ wagon ‘ROOX 2961 W’.
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AOOX 2963

05.06.1994 Reclassified from wagon ‘AOOX 2963 A’ to ’ wagon ‘ROOX 2963 R’.

AOOX 2967

04.06.1994 Reclassified from wagon ‘AOOX 2967 N’ to ’ wagon ‘ROOX 2967 H’.

AOOX 2968

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2975

20.12.1993 Reclassified from wagon ‘AOOX 2975 D’ to ’ wagon ‘AOLX 2975 R’.

AOOX 2981

09.05.1994 Reclassified from wagon ‘AOOX 2981 V’ to ’ wagon ‘ROOX 2981 P’.

AOOX 2986

14.06.1994 Reclassified from wagon ‘AOOX 2986 U’ to ’ wagon ‘ROOX 2986 Y’.

AOOX 2988

23.05.1994 Reclassified from wagon ‘AOOX 2988 P’ to ’ wagon ‘ROOX 2988 J’.

AOOX 2990

20.12.1993 Reclassified from wagon ‘AOOX 2990 U’ to ’ wagon ‘AOLX 2990 L’.

AOOX 2992

20.06.1994 Reclassified from wagon ‘AOOX 2992 P’ to ’ wagon ‘ROOX 2992 J’.

AOOX 2993

29.11.1994 Reclassified from wagon ‘AOOX 2993 B’ to ’ wagon ‘ROOX 2993 S’.

AOOX 2994

04.06.1994 Reclassified from wagon ‘AOOX 2994 K’ to ’ wagon ‘ROOX 2994 E’.

AOOX 2995

20.12.1993 Reclassified from wagon ‘AOOX 2995 T’ to ’ wagon ‘AOLX 2995 K’.
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AOOX 2997

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 2999

14.01.1995 Reclassified from wagon ‘AOOX 2999 J’ to ’ wagon ‘ROOX 2999 D’.

AOOX 3003

Details: wagon ‘AOOX 3003 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.11.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 06.01.1994
Last Brake Cylinder: 16.01.1991
Last Single Car Test: 16.01.1991
Last Lift: 30.06.1981
Cont Max Slots: 3

27.02.1990 Repair ‘DOOR HINGES AND PINS’.
27.02.1990 Repair ‘STANCHION’.
07.03.1990 Repair ‘END HOSE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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04.01.1991 Repair ‘WEAR PLATES & SADDLES’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1991 Repair ‘TRAIN PIPE (END)’.
14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘DOOR HINGES AND PINS’.
09.03.1993 Repair ‘DOOR OPENING MECHANISM’.
09.03.1993 Repair ‘END HOSE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘DOOR LOCK MECHANISM’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘DOOR LOCK MECHANISM’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘STEP’.
07.04.1994 Alteration ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘. (NRC016)’.

New class: ‘ROOX’.

AOOX 3010

22.08.1994 Reclassified from wagon ‘AOOX 3010 Y’ to ’ wagon ‘ROOX 3010 X’.

AOOX 3013

14.05.1994 Reclassified from wagon ‘AOOX 3013 S’ to ’ wagon ‘ROOX 3013 M’.

AOOX 3016

26.06.1994 Reclassified from wagon ‘AOOX 3016 W’ to ’ wagon ‘ROOX 3016 Q’.

AOOX 3018

15.06.1994 Reclassified from wagon ‘AOOX 3018 R’ to ’ wagon ‘ROOX 3018 L’.

AOOX 3019

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘DOOR COMPLETE’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
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19.03.1990 Repair ‘STANCHION’.
27.03.1990 Repair ‘VEHICLE COMPLETE’.
27.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
08.07.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘DOOR COMPLETE’.
26.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1992 Repair ‘VEHICLE SOLD’.

AOOX 3026

20.12.1993 Reclassified from wagon ‘AOOX 3026 H’ to ’ wagon ‘AOLX 3026 V’.

AOOX 3027

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE LEVER’.
08.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Repair ‘TRAIN PIPE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Repair ‘YOKE CARRIER’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BRAKE LEVER’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘EMPTY LOAD VALVE’.
18.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘DOOR LOCK MECHANISM’.
25.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1990 Repair ‘HANDRAILS END’.
22.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘TRAIN PIPE (END)’.
10.01.1991 Repair ‘TRAIN PIPE’.
15.12.1991 Repair ‘HANDRAILS END’.
15.12.1991 Repair ‘STEP’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOOX 3028

07.09.1993 Reclassified from wagon ‘AOOX 3028 C’ to ’ wagon ‘AOSX 3028 Y’.

AOOX 3029

15.10.1992 Reclassified from wagon ‘AOOX 3029 L’ to ’ wagon ‘AOLX 3029 C’.

AOOX 3030

28.05.1994 Reclassified from wagon ‘AOOX 3030 H’ to ’ wagon ‘ROOX 3030 B’.

AOOX 3032

12.02.1994 Reclassified from wagon ‘AOOX 3032 C’ to ’ wagon ‘AOLX 3032 Q’.

AOOX 3034

23.04.1993 Reclassified from wagon ‘AOOX 3034 U’ to ’ wagon ‘AOLX 3034 L’.

AOOX 3036

09.08.1993 Reclassified from wagon ‘AOOX 3036 P’ to ’ wagon ‘AOSX 3036 E’.

AOOX 3037

20.12.1993 Reclassified from wagon ‘AOOX 3037 B’ to ’ wagon ‘AOLX 3037 P’.

AOOX 4002

14.08.1993 Reclassified from wagon ‘AOOX 4002 H’ to ’ wagon ‘AOSX 4002 T’.

AOOX 4003

14.08.1993 Reclassified from wagon ‘AOOX 4003 Q’ to ’ wagon ‘AOSX 4003 F’.

AOOX 4008

28.06.1993 Reclassified from wagon ‘AOOX 4008 P’ to ’ wagon ‘AOSX 4008 E’.

AOOX 4009

12.07.1993 Reclassified from wagon ‘AOOX 4009 B’ to ’ wagon ‘AOSX 4009 N’.

AOOX 4010

26.08.1993 Reclassified from wagon ‘AOOX 4010 U’ to ’ wagon ‘AOSX 4010 J’.

AOOX 4011

20.12.1993 Reclassified from wagon ‘AOOX 4011 G’ to ’ wagon ‘AOSX 4011 S’.
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AOOX 4014

15.08.1993 Reclassified from wagon ‘AOOX 4014 K’ to ’ wagon ‘AOSX 4014 W’.

AOOX 4025

28.06.1993 Reclassified from wagon ‘AOOX 4025 E’ to ’ wagon ‘AOSX 4025 Q’.

AOOX 4028

20.12.1993 Reclassified from wagon ‘AOOX 4028 X’ to ’ wagon ‘AOLX 4028 W’.

AOOX 4029

21.10.1993 Reclassified from wagon ‘AOOX 4029 R’ to ’ wagon ‘AOSX 4029 G’.

AOOX 4031

13.07.1993 Reclassified from wagon ‘AOOX 4031 W’ to ’ wagon ‘AOSX 4031 L’.

AOOX 4032

14.11.1993 Reclassified from wagon ‘AOOX 4032 X’ to ’ wagon ‘AOSX 4032 U’.

AOOX 4033

15.08.1993 Reclassified from wagon ‘AOOX 4033 R’ to ’ wagon ‘AOSX 4033 G’.

AOOX 4035

05.06.1993 Reclassified from wagon ‘AOOX 4035 M’ to ’ wagon ‘AOLX 4035 D’.

AOOX 4036

29.08.1993 Reclassified from wagon ‘AOOX 4036 V’ to ’ wagon ‘AOSX 4036 K’.

AOOX 4041

21.04.1994 Reclassified from wagon ‘AOOX 4041 H’ to ’ wagon ‘ROOX 4041 B’.

AOOX 4042

20.12.1993 Reclassified from wagon ‘AOOX 4042 Q’ to ’ wagon ‘AOLX 4042 H’.

AOOX 4045

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
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16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘VEHICLE COMPLETE’.
17.03.1990 Repair ‘HANDRAILS END’.
17.03.1990 Repair ‘STEP’.
18.04.1990 Repair ‘HANDRAILS END’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

25.06.1990 Repair ‘DOOR OPENING MECHANISM’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
17.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.06.1991 Repair ‘DOOR OPENING MECHANISM’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1991 Repair ‘HANDRAILS END’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘DOOR LOCK MECHANISM’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘TRAIN PIPE (END)’.
16.06.1992 Repair ‘TRAIN PIPE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BRAKE PULL ROD’.
20.10.1992 Repair ‘CENTRE SILL’.
20.10.1992 Repair ‘DOOR LOCK MECHANISM’.
20.10.1992 Repair ‘HANDRAILS END’.
20.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Repair ‘TRAIN PIPE (END)’.
20.10.1992 Repair ‘TRAIN PIPE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘DOOR COMPLETE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
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25.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 4046

10.06.1993 Reclassified from wagon ‘AOOX 4046 G’ to ’ wagon ‘AOLX 4046 U’.

AOOX 4049

20.12.1993 Reclassified from wagon ‘AOOX 4049 K’ to ’ wagon ‘AOLX 4049 B’.

AOOX 4050

30.06.1993 Reclassified from wagon ‘AOOX 4050 G’ to ’ wagon ‘AOSX 4050 S’.

AOOX 4051

15.06.1994 Reclassified from wagon ‘AOOX 4051 P’ to ’ wagon ‘ROOX 4051 J’.

AOOX 4054

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 4056

29.11.1993 Reclassified from wagon ‘AOOX 4056 Y’ to ’ wagon ‘AOSX 4056 D’.

AOOX 4058

23.04.1993 Reclassified from wagon ‘AOOX 4058 J’ to ’ wagon ‘AOLX 4058 A’.

AOOX 4062

20.12.1993 Reclassified from wagon ‘AOOX 4062 J’ to ’ wagon ‘AOSX 4062 V’.

AOOX 4066

20.12.1993 Reclassified from wagon ‘AOOX 4066 W’ to ’ wagon ‘AOLX 4066 N’.

AOOX 4070

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BRAKE PULL ROD’.
27.11.1989 Repair ‘DOOR COMPLETE’.
27.11.1989 Repair ‘END HOSE’.
27.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Repair ‘SIDE BEARER’.
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27.11.1989 Repair ‘TOP CENTRE PLATE’.
27.11.1989 Repair ‘TRAIN PIPE (END)’.
27.11.1989 Repair ‘TRAIN PIPE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘DOOR COMPLETE’.
06.11.1991 Repair ‘DOOR OPENING MECHANISM’.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1991 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 4073

28.06.1993 Reclassified from wagon ‘AOOX 4073 D’ to ’ wagon ‘AOSX 4073 P’.

AOOX 4075

25.11.1993 Reclassified from wagon ‘AOOX 4075 V’ to ’ wagon ‘AOSX 4075 K’.

AOOX 4076

06.05.1993 Reclassified from wagon ‘AOOX 4076 H’ to ’ wagon ‘AOLX 4076 V’.

AOOX 4078

28.06.1993 Reclassified from wagon ‘AOOX 4078 C’ to ’ wagon ‘AOSX 4078 Y’.

AOOX 4082

07.09.1993 Reclassified from wagon ‘AOOX 4082 C’ to ’ wagon ‘AOSX 4082 Y’.

AOOX 4083

12.07.1993 Reclassified from wagon ‘AOOX 4083 L’ to ’ wagon ‘AOSX 4083 A’.

AOOX 4084

15.08.1993 Reclassified from wagon ‘AOOX 4084 U’ to ’ wagon ‘AOSX 4084 J’.

AOOX 4088

27.11.1993 Reclassified from wagon ‘AOOX 4088 K’ to ’ wagon ‘AOSX 4088 W’.

AOOX 4091

28.06.1993 Reclassified from wagon ‘AOOX 4091 B’ to ’ wagon ‘AOSX 4091 N’.
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AOOX 4092

20.12.1993 Reclassified from wagon ‘AOOX 4092 K’ to ’ wagon ‘AOLX 4092 B’.

AOOX 4093

26.06.1993 Reclassified from wagon ‘AOOX 4093 T’ to ’ wagon ‘AOSX 4093 X’.

AOOX 4094

20.12.1993 Reclassified from wagon ‘AOOX 4094 F’ to ’ wagon ‘AOLX 4094 T’.

AOOX 4096

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘DOOR LOCK MECHANISM’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘TRAIN PIPE (END)’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘DOOR LOCK MECHANISM’.
12.03.1992 Repair ‘VEHICLE STENCILS’.
26.09.1992 Repair ‘BOGIE COMPLETE’.
26.09.1992 Repair ‘BRAKE PULL ROD’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 4100

04.08.1993 Reclassified from wagon ‘AOOX 4100 T’ to ’ wagon ‘AOSX 4100 X’.

AOOX 4101

23.04.1993 Reclassified from wagon ‘AOOX 4101 F’ to ’ wagon ‘AOLX 4101 T’.

AOOX 4103

19.11.1993 Reclassified from wagon ‘AOOX 4103 A’ to ’ wagon ‘AOSX 4103 M’.

AOOX 4104

28.06.1993 Reclassified from wagon ‘AOOX 4104 J’ to ’ wagon ‘AOSX 4104 V’.

AOOX 4105

14.11.1993 Reclassified from wagon ‘AOOX 4105 S’ to ’ wagon ‘AOSX 4105 H’.
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AOOX 4106

09.08.1993 Reclassified from wagon ‘AOOX 4106 E’ to ’ wagon ‘AOSX 4106 Q’.

AOOX 4109

29.06.1993 Reclassified from wagon ‘AOOX 4109 X’ to ’ wagon ‘AOSX 4109 U’.

AOOX 4112

20.12.1993 Reclassified from wagon ‘AOOX 4112 W’ to ’ wagon ‘AOLX 4112 N’.

AOOX 4114

04.07.1993 Reclassified from wagon ‘AOOX 4114 R’ to ’ wagon ‘AOSX 4114 G’.

AOOX 4115

08.11.1993 Reclassified from wagon ‘AOOX 4115 D’ to ’ wagon ‘AOSX 4115 P’.

AOOX 4116

25.08.1993 Reclassified from wagon ‘AOOX 4116 M’ to ’ wagon ‘AOSX 4116 B’.

AOOX 4119

25.08.1993 Reclassified from wagon ‘AOOX 4119 Q’ to ’ wagon ‘AOSX 4119 F’.

AOOX 4121

20.08.1993 Reclassified from wagon ‘AOOX 4121 V’ to ’ wagon ‘AOSX 4121 K’.

AOOX 4122

23.04.1993 Reclassified from wagon ‘AOOX 4122 H’ to ’ wagon ‘AOLX 4122 V’.

AOOX 4123

27.07.1993 Reclassified from wagon ‘AOOX 4123 Q’ to ’ wagon ‘AOSX 4123 F’.

AOOX 4126

30.06.1993 Reclassified from wagon ‘AOOX 4126 U’ to ’ wagon ‘AOSX 4126 J’.

AOOX 4127

24.08.1993 Reclassified from wagon ‘AOOX 4127 G’ to ’ wagon ‘AOSX 4127 S’.

AOOX 4129

20.12.1993 Reclassified from wagon ‘AOOX 4129 B’ to ’ wagon ‘AOSX 4129 N’.
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AOOX 4130

03.05.1993 Reclassified from wagon ‘AOOX 4130 U’ to ’ wagon ‘AOLX 4130 L’.

AOOX 4131

23.04.1993 Reclassified from wagon ‘AOOX 4131 G’ to ’ wagon ‘AOLX 4131 U’.

AOOX 4132

20.12.1993 Reclassified from wagon ‘AOOX 4132 P’ to ’ wagon ‘AOSX 4132 E’.

AOOX 4134

20.12.1993 Reclassified from wagon ‘AOOX 4134 K’ to ’ wagon ‘AOLX 4134 B’.

AOOX 4137

20.12.1993 Reclassified from wagon ‘AOOX 4137 Y’ to ’ wagon ‘AOLX 4137 F’.

AOOX 4139

07.09.1993 Reclassified from wagon ‘AOOX 4139 J’ to ’ wagon ‘AOSX 4139 V’.

AOOX 4140

28.06.1993 Reclassified from wagon ‘AOOX 4140 F’ to ’ wagon ‘AOSX 4140 R’.

AOOX 4142

04.08.1993 Reclassified from wagon ‘AOOX 4142 A’ to ’ wagon ‘AOSX 4142 M’.

AOOX 4143

29.11.1993 Reclassified from wagon ‘AOOX 4143 J’ to ’ wagon ‘AOSX 4143 V’.

AOOX 4144

09.08.1993 Reclassified from wagon ‘AOOX 4144 S’ to ’ wagon ‘AOSX 4144 H’.

AOOX 4145

27.09.1993 Reclassified from wagon ‘AOOX 4145 E’ to ’ wagon ‘AOSX 4145 Q’.

AOOX 4148

08.11.1993 Reclassified from wagon ‘AOOX 4148 X’ to ’ wagon ‘AOSX 4148 U’.

AOOX 4149

28.06.1993 Reclassified from wagon ‘AOOX 4149 R’ to ’ wagon ‘AOSX 4149 G’.
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AOOX 4152

30.06.1993 Reclassified from wagon ‘AOOX 4152 X’ to ’ wagon ‘AOSX 4152 U’.

AOOX 4157

22.01.1990 Repair ‘END HOSE’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1990 Repair ‘VEHICLE COMPLETE’.
30.01.1990 Repair ‘VEHICLE STENCILS’.
14.02.1990 Repair ‘DOOR COMPLETE’.
14.02.1990 Repair ‘DOOR OPENING MECHANISM’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

13.07.1991 Repair ‘STEP’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘DOOR OPENING MECHANISM’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1992 Repair ‘DOOR LOCK MECHANISM’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 4158

09.08.1993 Reclassified from wagon ‘AOOX 4158 Q’ to ’ wagon ‘AOSX 4158 F’.

AOOX 4160

07.10.1993 Reclassified from wagon ‘AOOX 4160 V’ to ’ wagon ‘AOSX 4160 K’.

AOOX 4161

12.07.1993 Reclassified from wagon ‘AOOX 4161 H’ to ’ wagon ‘AOSX 4161 T’.

AOOX 4162

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOOX 4163

06.07.1993 Reclassified from wagon ‘AOOX 4163 C’ to ’ wagon ‘AOSX 4163 Y’.

AOOX 4165

12.07.1993 Reclassified from wagon ‘AOOX 4165 U’ to ’ wagon ‘AOSX 4165 J’.

AOOX 4168

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOOX 4169

21.10.1993 Reclassified from wagon ‘AOOX 4169 K’ to ’ wagon ‘AOSX 4169 W’.

AOOX 4170

07.09.1993 Reclassified from wagon ‘AOOX 4170 G’ to ’ wagon ‘AOSX 4170 S’.

AOOX 4172

12.09.1993 Reclassified from wagon ‘AOOX 4172 B’ to ’ wagon ‘AOSX 4172 N’.

AOOX 4173

26.10.1994 Reclassified from wagon ‘AOOX 4173 K’ to ’ wagon ‘AZOX 4173 J’.

AOOX 4175

20.12.1993 Reclassified from wagon ‘AOOX 4175 F’ to ’ wagon ‘AOSX 4175 R’.

AOOX 4176

04.06.1993 Reclassified from wagon ‘AOOX 4176 Y’ to ’ wagon ‘AOLX 4176 F’.

AOOX 4177

09.01.1987 Reclassified from wagon ‘AOOX 4177 A’ to ’ wagon ‘AZAY 4177 H’.

AOOX 4179

25.10.1993 Reclassified from wagon ‘AOOX 4179 S’ to ’ wagon ‘AOLX 4179 J’.

AOOX 4181

20.12.1993 Reclassified from wagon ‘AOOX 4181 A’ to ’ wagon ‘AOSX 4181 M’.
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AOOX 4182

02.03.1994 Reclassified from wagon ‘AOOX 4182 J’ to ’ wagon ‘AOLX 4182 A’.

AOOX 4183

20.12.1993 Reclassified from wagon ‘AOOX 4183 S’ to ’ wagon ‘AOLX 4183 J’.

AOOX 4184

20.12.1993 Reclassified from wagon ‘AOOX 4184 E’ to ’ wagon ‘AOLX 4184 S’.

AOOX 4186

14.08.1993 Reclassified from wagon ‘AOOX 4186 W’ to ’ wagon ‘AOSX 4186 L’.

AOOX 4187

21.10.1993 Reclassified from wagon ‘AOOX 4187 X’ to ’ wagon ‘AOSX 4187 U’.

AOOX 4188

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘END BRAKE COCK’.
04.12.1989 Repair ‘END HOSE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘TRAIN PIPE (END)’.
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

06.03.1991 Repair ‘HANDRAILS END’.
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.04.1991 Repair ‘DOOR LOCK MECHANISM’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘END HOSE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1991 Repair ‘STANCHION’.
23.07.1991 Repair ‘STANCHION’.
27.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
16.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOOX 4189

29.08.1993 Reclassified from wagon ‘AOOX 4189 D’ to ’ wagon ‘AOSX 4189 P’.

AOOX 4190

28.06.1993 Reclassified from wagon ‘AOOX 4190 W’ to ’ wagon ‘AOSX 4190 L’.

AOOX 4191

06.05.1993 Reclassified from wagon ‘AOOX 4191 X’ to ’ wagon ‘AOLX 4191 W’.

AOOX 4192

20.12.1993 Reclassified from wagon ‘AOOX 4192 R’ to ’ wagon ‘AOLX 4192 X’.

AOOX 4193

16.06.1993 Reclassified from wagon ‘AOOX 4193 D’ to ’ wagon ‘AOSX 4193 P’.

AOOX 4195

20.12.1993 Reclassified from wagon ‘AOOX 4195 V’ to ’ wagon ‘AOSX 4195 K’.

AOOX 4196

21.10.1993 Reclassified from wagon ‘AOOX 4196 H’ to ’ wagon ‘AOSX 4196 T’.

AOOX 4198

20.12.1993 Reclassified from wagon ‘AOOX 4198 C’ to ’ wagon ‘AOLX 4198 Q’.

AOOX 4199

25.11.1993 Reclassified from wagon ‘AOOX 4199 L’ to ’ wagon ‘AOSX 4199 A’.

AOOY 2989

20.08.1995 Reclassified from wagon ‘AOOY 2989 F’ to ’ wagon ‘AZOY 2989 E’.

2.111 Wagon classification starting with ‘AOP’

AOPX 1848

Details: wagon ‘AOPX 1848 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
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Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 07.02.1966
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 27.05.1995
Due Triple Valve: 06.03.1990
Last Brake Cylinder: 06.03.1989
Last Lift: 10.09.1986

18.07.1989 Repair ‘SIDE STEP’.
18.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1848 K’
08.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1848 K’
04.09.1990 Repair ‘HANDRAILS END’.
04.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1848 K’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘CARD OR CLIP HOLDER’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1848 K’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1848 K’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.
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05.11.1991 Repair ‘DOOR COMPLETE’.
05.11.1991 Repair ‘DOOR LOCK MECHANISM’.
05.11.1991 Repair ‘VEHICLE RECLASSIFY’.
05.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1848 K’
10.04.1992 Repair ‘SIDE STEP’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘HANDRAILS END’.
12.08.1993 Repair ‘HOSE FITTINGS’.
12.08.1993 Repair ‘STEP’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.

AOPX 1850

Details: wagon ‘AOPX 1850 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 04.03.1966
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 01.06.1993
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 02.06.1993
Last Single Car Test: 02.06.1993
Last Lift: 13.11.1986

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘DOOR HINGES AND PINS’.
16.11.1989 Repair ‘DOOR LOCK MECHANISM’.
16.11.1989 Repair ‘END BRAKE COCK’.
16.11.1989 Repair ‘HANDRAILS END’.
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16.11.1989 Repair ‘TOP CENTRE PLATE’.
16.11.1989 Repair ‘TRAIN PIPE (END)’.
16.11.1989 Repair ‘TRAIN PIPE’.
16.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1850 P’
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘VEHICLE COMPLETE’.
23.11.1989 Repair ‘VEHICLE STENCILS’.
23.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1850 P’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

21.10.1991 Repair ‘HANDRAILS END’.
21.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1850 P’
10.12.1991 Repair ‘DOOR COMPLETE’.
10.12.1991 Repair ‘DOOR LOCK MECHANISM’.
10.12.1991 Repair ‘VEHICLE RECLASSIFY’.
10.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1850 P’
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘HANDRAILS END’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1992 Repair ‘STEP’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘BRANCH PIPE’.
01.06.1993 Repair ‘END BRAKE COCK’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘SIDE BEARER’.
01.06.1993 Repair ‘TOP CENTRE PLATE’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.

AOPX 1851

Details: wagon ‘AOPX 1851 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 04.03.1966
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 25.06.1993
Last Brake Cylinder: 28.06.1993
Last Single Car Test: 28.06.1993
Last Lift: 10.03.1976

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1851 B’
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
05.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1851 B’
08.07.1990 Repair ‘DOOR OPENING MECHANISM’.
08.07.1990 Repair ‘STEP’.
08.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1851 B’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘TRANSOM’.
12.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1851 B’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘DOOR COMPLETE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Repair ‘TRAIN PIPE (END)’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1851 B’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
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24.05.1991 Repair ‘STEP’.
24.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1851 B’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

06.08.1991 Repair ‘STANCHION’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1851 B’
02.12.1991 Repair ‘STEP’.
02.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1851 B’
10.12.1991 Repair ‘DOOR COMPLETE’.
10.12.1991 Repair ‘DOOR LOCK MECHANISM’.
10.12.1991 Repair ‘VEHICLE RECLASSIFY’.
10.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1851 B’
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BRAKE BLOCK RB95’.
11.09.1992 Repair ‘END BRAKE COCK’.
11.09.1992 Repair ‘END HOSE’.
11.09.1992 Repair ‘TRAIN PIPE (END)’.
11.09.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BODY COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘END BRAKE COCK’.
25.06.1993 Repair ‘HANDRAILS END’.
25.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1993 Repair ‘STANCHION’.
25.06.1993 Repair ‘TRAIN PIPE (END)’.
25.06.1993 Repair ‘TRAIN PIPE’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.

AOPX 1856

Details: wagon ‘AOPX 1856 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 22.06.1966
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 15.01.1993
Last Single Car Test: 20.01.1993
Last Lift: 02.10.1986

08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE STENCILS’.
08.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1856 A’
16.02.1990 Repair ‘STANCHION’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1856 A’
20.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘DOOR HINGES AND PINS’.
20.03.1990 Repair ‘STANCHION’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1856 A’
23.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1856 A’
10.07.1991 Repair ‘STANCHION’.
10.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1856 A’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

24.09.1991 Repair ‘DOOR COMPLETE’.
24.09.1991 Repair ‘DOOR LOCK MECHANISM’.
24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1856 A’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BEARERS’.
26.09.1991 Repair ‘END BRAKE COCK’.
26.09.1991 Repair ‘END COMPLETE’.
26.09.1991 Repair ‘END HOSE’.
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26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1992 Repair ‘STEP’.
10.04.1992 Repair ‘HANDRAILS END’.
10.04.1992 Repair ‘STEP’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BRAKE PULL ROD’.
15.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1993 Repair ‘DRAFT GEAR POCKET’.
15.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1993 Repair ‘END SHEETING’.
15.01.1993 Repair ‘STEP’.
15.01.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1993 Repair ‘TRAIN PIPE’.
15.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1993 Repair ‘YOKE CARRIER’.
15.01.1993 Repair ‘YOKE COMPLETE’.
15.01.1993 Repair ‘YOKE FOLLOWER’.
15.01.1993 Repair ‘YOKE SUPPORT PLATE LINER’.

AOPX 1857

Details: wagon ‘AOPX 1857 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 01.07.1966
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WB SV
Return to Service Date: 28.05.1996
Due Triple Valve: 14.06.1990
Last Brake Cylinder: 14.06.1989
Last Single Car Test: 20.01.1993
Last Lift: 19.03.1987

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1989 Repair ‘BRAKE PULL ROD’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Repair ‘STANCHION’.
31.08.1989 Repair ‘STEP’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1857 J’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘DOOR LOCK MECHANISM’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Repair ‘STANCHION’.
26.09.1989 Repair ‘WHEEL SET’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1857 J’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘AXLEBOX’.
15.11.1989 Repair ‘BOGIE BEARINGS’.
15.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1989 Repair ‘SIDE STEP’.
15.11.1989 Repair ‘STANCHION’.
15.11.1989 Repair ‘STEP’.
15.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1989 Repair ‘YOKE COMPLETE’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1857 J’
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘DRAFT GEAR POCKET’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1857 J’
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1857 J’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.08.1990 Repair ‘BRAKE LEVER’.
01.08.1990 Repair ‘BRAKE PULL ROD’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1857 J’
08.07.1991 Repair ‘HANDRAILS END’.
08.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1857 J’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

04.10.1991 Repair ‘HANDRAILS’.
04.10.1991 Repair ‘VEHICLE RECLASSIFY’.
04.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1857 J’
17.10.1991 Repair ‘STEP’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1992 Repair ‘TRAIN PIPE (END)’.
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1992 Repair ‘TRAIN PIPE (END)’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1993 Repair ‘SIDE STEP’.
15.01.1993 Repair ‘STEP’.
15.01.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1993 Repair ‘TRAIN PIPE’.
15.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.06.1993 Repair ‘HANDRAILS’.
23.06.1993 Repair ‘STEP’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1858

Details: wagon ‘AOPX 1858 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 28.06.1966
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SV
Return to Service Date: 24.06.1996
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 23.11.1992
Last Lift: 07.06.1982

13.09.1989 Repair ‘STANCHION’.
13.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1858 S’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.12.1989 Repair ‘BRAKE LEVER’.
28.12.1989 Repair ‘BRAKE PULL ROD’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1858 S’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1990 Repair ‘WEAR PLATES & SADDLES’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1858 S’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘DOOR COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1858 S’
04.05.1990 Repair ‘DOOR COMPLETE’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1858 S’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

3210



2.111. Wagon classification starting with ‘AOP’

15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1858 S’
09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1858 S’
10.10.1990 Repair ‘DOOR COMPLETE’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1858 S’
11.01.1991 Repair ‘DOOR COMPLETE’.
11.01.1991 Repair ‘DOOR LOCK MECHANISM’.
11.01.1991 Repair ‘DOOR OPENING MECHANISM’.
11.01.1991 Repair ‘STANCHION’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1858 S’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1858 S’
18.02.1992 Repair ‘HANDRAILS’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE PULL ROD’.
18.11.1992 Repair ‘BRANCH PIPE’.
18.11.1992 Repair ‘CARD OR CLIP HOLDER’.
18.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
18.11.1992 Repair ‘END HOSE’.
18.11.1992 Repair ‘HANDRAILS END’.
18.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Repair ‘SIDE BEARER’.
18.11.1992 Repair ‘STEP’.
18.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1860

Details: wagon ‘AOPX 1860 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 24.02.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 09.03.1995
Last Brake Cylinder: 03.04.1989
Last Single Car Test: 15.12.1992
Last Lift: 01.10.1982

17.04.1990 Repair ‘DOOR COMPLETE’.
17.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1860 A’
26.10.1990 Repair ‘DOOR COMPLETE’.
26.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1860 A’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1860 A’
09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1860 A’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BRAKE LEVER’.
07.08.1992 Repair ‘BRAKE PULL ROD’.
07.08.1992 Repair ‘EMPTY LOAD VALVE’.
07.08.1992 Repair ‘TRAIN PIPE (END)’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘END HOSE’.
10.12.1992 Repair ‘HITCH COMPLETE’.
10.12.1992 Repair ‘STEP’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
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AOPX 1908

Details: wagon ‘AOPX 1908 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 07.02.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 08.05.1996
Due Triple Valve: 21.01.1997
Last Single Car Test: 20.01.1993
Last Lift: 01.08.1982

03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘STEP’.
03.05.1990 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1908 X’
09.07.1990 Repair ‘DOOR COMPLETE’.
09.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1908 X’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BRAKE LEVER’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘DOOR LOCK MECHANISM’.
18.12.1990 Repair ‘DOOR OPENING MECHANISM’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘END HOSE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
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18.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1908 X’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘END HOSE’.
05.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1908 X’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

06.08.1991 Repair ‘STANCHION’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1908 X’
01.10.1991 Repair ‘HANDRAILS END’.
01.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1908 X’
03.12.1991 Repair ‘DOOR COMPLETE’.
03.12.1991 Repair ‘DOOR LOCK MECHANISM’.
03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1908 X’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘END BRAKE COCK’.
10.03.1992 Repair ‘TRAIN PIPE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘VEHICLE STENCILS’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.04.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRAKE LEVER’.
13.01.1993 Repair ‘TRAIN PIPE’.
05.07.1993 Repair ‘SIDE STEP’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1913

Details: wagon ‘AOPX 1913 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
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Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 27.01.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 07.05.1996
Due Triple Valve: 11.09.1991
Last Brake Cylinder: 11.09.1990
Last Single Car Test: 24.03.1994
Last Lift: 12.11.1982

25.01.1990 Repair ‘HANDRAILS END’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1913 R’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.09.1990 Repair ‘DOOR HINGES AND PINS’.
11.09.1990 Repair ‘DOOR LOCK MECHANISM’.
11.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.09.1990 Repair ‘END BRAKE COCK’.
11.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1990 Repair ‘TRAIN PIPE (END)’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Repair ‘WHEEL SET’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1913 R’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

05.11.1991 Repair ‘DOOR COMPLETE’.
05.11.1991 Repair ‘DOOR LOCK MECHANISM’.
05.11.1991 Repair ‘VEHICLE RECLASSIFY’.
05.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1913 R’
07.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1992 Repair ‘HANDRAILS’.
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.03.1994 Repair ‘BRAKE LEVER’.
23.03.1994 Repair ‘END BRAKE COCK’.
23.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1994 Repair ‘TRAIN PIPE (END)’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1915

Details: wagon ‘AOPX 1915 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 25.01.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 22.03.1994
Due Triple Valve: 15.06.1988
Last Brake Cylinder: 16.11.1989
Last Single Car Test: 07.07.1993
Last Lift: 26.06.1984

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE BEARERS’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘BRANCH PIPE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1915 M’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
15.01.1990 Repair ‘END BRAKE COCK’.
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15.01.1990 Repair ‘TOP CENTRE PLATE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Repair ‘TRAIN PIPE’.
15.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOMX 1915 M’
10.02.1990 Repair ‘SIDE STEP’.
10.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOMX 1915 M’
18.09.1990 Repair ‘STANCHION’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1915 M’
27.09.1990 Repair ‘STEP’.
27.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1915 M’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1990 Repair ‘BRAKE PULL ROD’.
10.10.1990 Repair ‘DOOR COMPLETE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1915 M’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

05.11.1991 Repair ‘DOOR COMPLETE’.
05.11.1991 Repair ‘DOOR LOCK MECHANISM’.
05.11.1991 Repair ‘VEHICLE RECLASSIFY’.
05.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1915 M’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘BRAKE PULL ROD’.
28.08.1992 Repair ‘STEP’.
28.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE BLOCK RB95’.
06.07.1993 Repair ‘BRAKE LEVER’.
06.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1993 Repair ‘STEP’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
06.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘EMPTY LOAD VALVE’.
15.03.1994 Repair ‘END BRAKE COCK’.
15.03.1994 Repair ‘END HOSE’.
15.03.1994 Repair ‘STANCHION’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.

3217



2. TIMS GROUP INFORMATION - WAGONS

22.03.1994 Repair ‘VEHICLE COMPLETE’.

AOPX 1916

Details: wagon ‘AOPX 1916 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 28.01.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 07.05.1996
Last Triple Valve: 03.11.1992
Last Single Car Test: 01.06.1993
Last Lift: 01.11.1982

04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1916 V’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘BRANCH PIPE’.
08.02.1990 Repair ‘COUPLER COMPLETE’.
08.02.1990 Repair ‘COUPLER KNUCKLE’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1990 Repair ‘STEP’.
08.02.1990 Repair ‘TOP CENTRE PLATE’.
08.02.1990 Repair ‘TRAIN PIPE (END)’.
08.02.1990 Repair ‘TRAIN PIPE’.
08.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1990 Repair ‘YOKE COMPLETE’.

3218



2.111. Wagon classification starting with ‘AOP’

08.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOMX 1916 V’

10.04.1991 Repair ‘DOOR LOCK MECHANISM’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1916 V’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

03.12.1991 Repair ‘DOOR COMPLETE’.
03.12.1991 Repair ‘DOOR LOCK MECHANISM’.
03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1916 V’
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘END HOSE’.
06.04.1992 Repair ‘TRAIN PIPE’.
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BRAKE BLOCK RB95’.
09.10.1992 Repair ‘BRAKE LEVER’.
09.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.10.1992 Repair ‘TRAIN PIPE (END)’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE PULL ROD’.
31.05.1993 Repair ‘BRANCH PIPE’.
31.05.1993 Repair ‘SIDE BEARER’.
31.05.1993 Repair ‘TOP CENTRE PLATE’.
31.05.1993 Repair ‘TRAIN PIPE (END)’.
31.05.1993 Repair ‘TRAIN PIPE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1918

Details: wagon ‘AOPX 1918 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 188
Date Built: 20.01.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 07.05.1996
Last Brake Cylinder: 16.11.1989
Last Single Car Test: 20.11.1991
Last Lift: 11.12.1986

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRANCH PIPE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘TRAIN PIPE (END)’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1918 Q’
17.12.1990 Repair ‘END BRAKE COCK’.
17.12.1990 Repair ‘STANCHION’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1918 Q’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1918 Q’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1918 Q’
09.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1918 Q’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE CONTROL PIPE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1991 Repair ‘END BRAKE COCK’.
18.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1991 Repair ‘TRAIN PIPE (END)’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
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24.06.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1920

Details: wagon ‘AOPX 1920 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 17.03.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 23.01.1996
Due Triple Valve: 30.07.1994
Last Brake Cylinder: 30.07.1993
Last Single Car Test: 01.02.1994
Last Lift: 12.06.1987

20.10.1989 Repair ‘SIDE STEP’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOMX 1920 V’
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1920 V’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1920 V’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘BRANCH PIPE’.
30.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘EMPTY LOAD VALVE’.
30.07.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Repair ‘SIDE BEARER’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE PULL ROD’.
01.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
01.02.1994 Repair ‘DOOR COMPLETE’.
01.02.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1994 Repair ‘END HOSE’.
01.02.1994 Repair ‘HANDRAILS END’.
01.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1994 Repair ‘SIDE STEP’.
01.02.1994 Repair ‘STANCHION’.
01.02.1994 Repair ‘STEP’.
01.02.1994 Repair ‘TOP CENTRE PLATE’.
01.02.1994 Repair ‘TRAIN PIPE (END)’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘WEAR PLATES & SADDLES’.
01.02.1994 Repair ‘YOKE FOLLOWER’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.

AOPX 1923

Details: wagon ‘AOPX 1923 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 16.03.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK
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Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 28.06.1995
Due Triple Valve: 13.05.1993
Last Brake Cylinder: 17.07.1990
Last Single Car Test: 13.05.1992
Last Lift: 10.02.1981

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘DOOR HINGES AND PINS’.
04.08.1989 Repair ‘DOOR LOCK MECHANISM’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1923 C’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.08.1989 Repair ‘COUPLER COMPLETE’.
30.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
30.08.1989 Repair ‘END HOSE’.
30.08.1989 Repair ‘SIDE BEARER’.
30.08.1989 Repair ‘STANCHION’.
30.08.1989 Repair ‘STEP’.
30.08.1989 Repair ‘TOP CENTRE PLATE’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Repair ‘WEAR PLATES & SADDLES’.
30.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
30.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1923 C’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘END BRAKE COCK’.
17.07.1990 Repair ‘END HOSE’.
17.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1990 Repair ‘WEAR PLATES & SADDLES’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOMX 1923 C’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

24.09.1991 Repair ‘DOOR COMPLETE’.
24.09.1991 Repair ‘DOOR LOCK MECHANISM’.

3223



2. TIMS GROUP INFORMATION - WAGONS

24.09.1991 Repair ‘END SHEETING’.
24.09.1991 Repair ‘HANDRAILS’.
24.09.1991 Repair ‘HANDRAILS END’.
24.09.1991 Repair ‘SIDE SHEET’.
24.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1923 C’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BEARERS’.
26.09.1991 Repair ‘END HOSE’.
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘BRAKE CONTROL PIPE’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘BRANCH PIPE’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.05.1992 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘END BRAKE COCK’.
12.05.1992 Repair ‘TRAIN PIPE (END)’.
12.05.1992 Repair ‘TRAIN PIPE’.
12.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1992 Repair ‘YOKE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.

AOPX 1925

Details: wagon ‘AOPX 1925 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 10.03.1967
Operating System: AN
Intended Use: COKE
Remarks: EX AOMX
BSG Code: FXOK

Capacity of 45.7 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 16.04.1996
Last Single Car Test: 20.01.1993
Last Lift: 14.09.1982

25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOMX 1925 U’
30.07.1991 Alteration complete ‘WELD DOORS TO DOORWAYS OF FIFTEEN (15)

‘AOMX’ WAGONS & REMOVE DOOR LOCKING MECHANISM. RECLASSIFY
WAGONS ‘AOPX‘. AOMX 15 NO. TO BE SELECTED WHICH HAVE GOOD DOOR
SEALS. (RS4632)’. New class: ‘AOPX’.

09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOMX 1925 U’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE LEVER’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘HANDRAILS END’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Repair ‘SIDE STEP’.
21.05.1993 Repair ‘STEP’.
21.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1993 Repair ‘BRAKE LEVER’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘HANDRAILS END’.
02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Repair ‘STEP’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.

2.112 Wagon classification starting with ‘AOQ’

AOQF 1

09.01.1995 Reclassified from wagon ‘AOQF 1 A’ to ’ wagon ‘ROQF 1 R’.
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AOQF 2

04.02.1995 Reclassified from wagon ‘AOQF 2 J’ to ’ wagon ‘ROQF 2 D’.

AOQF 3

12.01.1995 Reclassified from wagon ‘AOQF 3 S’ to ’ wagon ‘ROQF 3 M’.

AOQF 4

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 5

15.09.1994 Reclassified from wagon ‘AOQF 5 N’ to ’ wagon ‘ROQF 5 H’.

AOQF 6

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 9

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 10

29.05.1995 Reclassified from wagon ‘AOQF 10 W’ to ’ wagon ‘ROQF 10 Q’.

AOQF 13

03.02.1995 Reclassified from wagon ‘AOQF 13 D’ to ’ wagon ‘ROQF 13 U’.

AOQF 14

08.02.1995 Reclassified from wagon ‘AOQF 14 M’ to ’ wagon ‘ROQF 14 G’.
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AOQF 15

11.01.1995 Reclassified from wagon ‘AOQF 15 V’ to ’ wagon ‘ROQF 15 P’.

AOQF 16

01.03.1995 Reclassified from wagon ‘AOQF 16 H’ to ’ wagon ‘ROQF 16 B’.

AOQF 17

10.06.1995 Reclassified from wagon ‘AOQF 17 Q’ to ’ wagon ‘ROQF 17 K’.

AOQF 19

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 20

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 20 Y’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 21

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 22

09.01.1995 Reclassified from wagon ‘AOQF 22 C’ to ’ wagon ‘ROQF 22 T’.

AOQF 23

15.03.1995 Reclassified from wagon ‘AOQF 23 L’ to ’ wagon ‘ROQF 23 F’.

AOQF 24

03.02.1995 Reclassified from wagon ‘AOQF 24 U’ to ’ wagon ‘ROQF 24 Y’.
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AOQF 25

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 25 N’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 26

18.01.1995 Reclassified from wagon ‘AOQF 26 P’ to ’ wagon ‘ROQF 26 J’.

AOQF 30

19.01.1995 Reclassified from wagon ‘AOQF 30 P’ to ’ wagon ‘ROQF 30 J’.

AOQF 31

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 31 X’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 32

23.11.1994 Reclassified from wagon ‘AOQF 32 K’ to ’ wagon ‘ROQF 32 E’.

AOQF 33

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 33 D’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 34

23.01.1995 Reclassified from wagon ‘AOQF 34 F’ to ’ wagon ‘ROQF 34 W’.

AOQF 35

21.12.1994 Reclassified from wagon ‘AOQF 35 Y’ to ’ wagon ‘ROQF 35 X’.
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AOQF 36

19.01.1995 Reclassified from wagon ‘AOQF 36 A’ to ’ wagon ‘ROQF 36 R’.

AOQF 37

24.01.1995 Reclassified from wagon ‘AOQF 37 J’ to ’ wagon ‘ROQF 37 D’.

AOQF 39

10.04.1995 Reclassified from wagon ‘AOQF 39 E’ to ’ wagon ‘ROQF 39 V’.

AOQF 40

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 42

15.03.1995 Reclassified from wagon ‘AOQF 42 S’ to ’ wagon ‘ROQF 42 M’.

AOQF 43

19.01.1995 Reclassified from wagon ‘AOQF 43 E’ to ’ wagon ‘ROQF 43 V’.

AOQF 44

13.01.1995 Reclassified from wagon ‘AOQF 44 N’ to ’ wagon ‘ROQF 44 H’.

AOQF 46

03.02.1995 Reclassified from wagon ‘AOQF 46 X’ to ’ wagon ‘ROQF 46 C’.

AOQF 50

21.12.1994 Reclassified from wagon ‘AOQF 50 X’ to ’ wagon ‘ROQF 50 C’.

AOQF 51

09.01.1995 Reclassified from wagon ‘AOQF 51 R’ to ’ wagon ‘ROQF 51 L’.

AOQF 52

08.02.1995 Reclassified from wagon ‘AOQF 52 D’ to ’ wagon ‘ROQF 52 U’.

AOQF 53

19.06.1991 Reclassified from wagon ‘AOQF 53 M’ to ’ wagon ‘ROQF 53 G’.
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AOQF 54

Details: wagon ‘AOQF 54 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 07.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQY;STORED 18.02.93 PUG
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 17.08.1990
Due Triple Valve: 14.09.1990
Last Triple Valve: 11.10.1989
Last Brake Cylinder: 25.05.1990
Last Single Car Test: 25.05.1990
Last Lift: 24.08.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRANCH PIPE’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘BRANCH PIPE’.
03.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Alteration ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

17.08.1990 Repair ‘END BRAKE COCK’.
17.08.1990 Repair ‘END HOSE’.
17.08.1990 Repair ‘TRAIN PIPE’.
17.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1994 Alteration ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS TO

‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

AOQF 55

30.01.1995 Reclassified from wagon ‘AOQF 55 H’ to ’ wagon ‘ROQF 55 B’.

AOQF 56

13.01.1995 Reclassified from wagon ‘AOQF 56 Q’ to ’ wagon ‘ROQF 56 K’.

AOQF 58

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 60

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 61

04.04.1995 Reclassified from wagon ‘AOQF 61 C’ to ’ wagon ‘ROQF 61 T’.

AOQF 62

17.01.1995 Reclassified from wagon ‘AOQF 62 L’ to ’ wagon ‘ROQF 62 F’.

AOQF 64

19.01.1995 Reclassified from wagon ‘AOQF 64 G’ to ’ wagon ‘ROQF 64 A’.
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AOQF 65

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 66

16.03.1995 Reclassified from wagon ‘AOQF 66 B’ to ’ wagon ‘ROQF 66 S’.

AOQF 68

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 68 D’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
11.01.1993 Repair ‘BRAKE CONTROL PIPE’.

AOQF 69

06.05.1995 Reclassified from wagon ‘AOQF 69 F’ to ’ wagon ‘ROQF 69 W’.

AOQF 70

12.04.1995 Reclassified from wagon ‘AOQF 70 B’ to ’ wagon ‘ROQF 70 S’.

AOQF 71

09.01.1995 Reclassified from wagon ‘AOQF 71 K’ to ’ wagon ‘ROQF 71 E’.

AOQF 72

21.12.1994 Reclassified from wagon ‘AOQF 72 T’ to ’ wagon ‘ROQF 72 N’.

AOQF 74

12.01.1995 Reclassified from wagon ‘AOQF 74 Y’ to ’ wagon ‘ROQF 74 X’.

AOQF 75

17.11.1994 Reclassified from wagon ‘AOQF 75 A’ to ’ wagon ‘ROQF 75 R’.

AOQF 76

20.12.1994 Reclassified from wagon ‘AOQF 76 J’ to ’ wagon ‘ROQF 76 D’.
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AOQF 78

24.01.1995 Reclassified from wagon ‘AOQF 78 E’ to ’ wagon ‘ROQF 78 V’.

AOQF 79

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 81

21.12.1994 Reclassified from wagon ‘AOQF 81 S’ to ’ wagon ‘ROQF 81 M’.

AOQF 83

13.01.1995 Reclassified from wagon ‘AOQF 83 N’ to ’ wagon ‘ROQF 83 H’.

AOQF 84

17.12.1994 Reclassified from wagon ‘AOQF 84 W’ to ’ wagon ‘ROQF 84 Q’.

AOQF 85

18.01.1995 Reclassified from wagon ‘AOQF 85 X’ to ’ wagon ‘ROQF 85 C’.

AOQF 88

20.12.1994 Reclassified from wagon ‘AOQF 88 M’ to ’ wagon ‘ROQF 88 G’.

AOQF 89

30.06.1993 Reclassified from wagon ‘AOQF 89 V’ to ’ wagon ‘ROQF 89 P’.

AOQF 92

24.01.1995 Reclassified from wagon ‘AOQF 92 M’ to ’ wagon ‘ROQF 92 G’.

AOQF 93

20.12.1994 Reclassified from wagon ‘AOQF 93 V’ to ’ wagon ‘ROQF 93 P’.

AOQF 94

19.09.1994 Reclassified from wagon ‘AOQF 94 H’ to ’ wagon ‘ROQF 94 B’.

AOQF 96

13.01.1995 Reclassified from wagon ‘AOQF 96 C’ to ’ wagon ‘ROQF 96 T’.
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AOQF 97

17.11.1994 Reclassified from wagon ‘AOQF 97 L’ to ’ wagon ‘ROQF 97 F’.

AOQF 98

08.04.1995 Reclassified from wagon ‘AOQF 98 U’ to ’ wagon ‘ROQF 98 Y’.

AOQF 100

21.12.1994 Reclassified from wagon ‘AOQF 100 V’ to ’ wagon ‘ROQF 100 P’.

AOQF 102

22.12.1994 Reclassified from wagon ‘AOQF 102 Q’ to ’ wagon ‘ROQF 102 K’.

AOQF 106

20.12.1994 Reclassified from wagon ‘AOQF 106 G’ to ’ wagon ‘ROQF 106 A’.

AOQF 107

02.02.1995 Reclassified from wagon ‘AOQF 107 P’ to ’ wagon ‘ROQF 107 J’.

AOQF 116

27.09.1994 Reclassified from wagon ‘AOQF 116 Y’ to ’ wagon ‘ROQF 116 X’.

AOQF 120

15.03.1995 Reclassified from wagon ‘AOQF 120 Y’ to ’ wagon ‘ROQF 120 X’.

AOQF 124

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘STEP’.
16.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 127

30.01.1995 Reclassified from wagon ‘AOQF 127 X’ to ’ wagon ‘ROQF 127 C’.
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AOQF 132

13.01.1995 Reclassified from wagon ‘AOQF 132 R’ to ’ wagon ‘ROQF 132 L’.

AOQF 138

01.03.1995 Reclassified from wagon ‘AOQF 138 C’ to ’ wagon ‘ROQF 138 T’.

AOQF 149

17.09.1993 Reclassified from wagon ‘AOQF 149 T’ to ’ wagon ‘AOCF 149 A’.

AOQF 151

20.01.1995 Reclassified from wagon ‘AOQF 151 B’ to ’ wagon ‘ROQF 151 S’.

AOQF 155

09.01.1995 Reclassified from wagon ‘AOQF 155 Y’ to ’ wagon ‘ROQF 155 X’.

AOQF 157

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE COMPLETE’.
01.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1989 Repair ‘VEHICLE STENCILS’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 159

21.12.1994 Reclassified from wagon ‘AOQF 159 E’ to ’ wagon ‘ROQF 159 V’.

AOQF 170

03.12.1994 Reclassified from wagon ‘AOQF 170 X’ to ’ wagon ‘ROQF 170 C’.

AOQF 181

09.01.1995 Reclassified from wagon ‘AOQF 181 C’ to ’ wagon ‘ROQF 181 T’.

AOQF 182

16.03.1995 Reclassified from wagon ‘AOQF 182 L’ to ’ wagon ‘ROQF 182 F’.

AOQF 183

03.02.1995 Reclassified from wagon ‘AOQF 183 U’ to ’ wagon ‘ROQF 183 Y’.
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AOQF 192

10.09.1994 Reclassified from wagon ‘AOQF 192 T’ to ’ wagon ‘ROQF 192 N’.

AOQF 195

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQY 195 H’
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 197

09.01.1995 Reclassified from wagon ‘AOQF 197 S’ to ’ wagon ‘ROQF 197 M’.

AOQF 201

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 205

21.12.1994 Reclassified from wagon ‘AOQF 205 E’ to ’ wagon ‘ROQF 205 V’.

AOQF 208

13.01.1995 Reclassified from wagon ‘AOQF 208 X’ to ’ wagon ‘ROQF 208 C’.

AOQF 209

24.09.1994 Reclassified from wagon ‘AOQF 209 R’ to ’ wagon ‘ROQF 209 L’.

AOQF 210

19.01.1995 Reclassified from wagon ‘AOQF 210 N’ to ’ wagon ‘ROQF 210 H’.

AOQF 211

13.02.1995 Reclassified from wagon ‘AOQF 211 W’ to ’ wagon ‘ROQF 211 Q’.

AOQF 212

03.02.1995 Reclassified from wagon ‘AOQF 212 X’ to ’ wagon ‘ROQF 212 C’.
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AOQF 216

14.09.1994 Reclassified from wagon ‘AOQF 216 V’ to ’ wagon ‘ROQF 216 P’.

AOQF 217

13.02.1995 Reclassified from wagon ‘AOQF 217 H’ to ’ wagon ‘ROQF 217 B’.

AOQF 224

23.01.1995 Reclassified from wagon ‘AOQF 224 L’ to ’ wagon ‘ROQF 224 F’.

AOQF 227

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘VEHICLE STENCILS’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘HANDRAILS END’.
16.03.1990 Repair ‘STEP’.
16.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 236

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 237

02.02.1995 Reclassified from wagon ‘AOQF 237 A’ to ’ wagon ‘ROQF 237 R’.

AOQF 238

17.01.1995 Reclassified from wagon ‘AOQF 238 J’ to ’ wagon ‘ROQF 238 D’.

AOQF 243

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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25.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQY 243 C’
14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 252

23.01.1995 Reclassified from wagon ‘AOQF 252 R’ to ’ wagon ‘ROQF 252 L’.

AOQF 256

20.03.1995 Reclassified from wagon ‘AOQF 256 H’ to ’ wagon ‘ROQF 256 B’.

AOQF 267

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 268

15.09.1994 Reclassified from wagon ‘AOQF 268 K’ to ’ wagon ‘ROQF 268 E’.

AOQF 280

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BOGIE SPRING’.
23.07.1990 Repair ‘TOP CENTRE PLATE’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘BRAKE PULL ROD’.
06.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.09.1990 Repair ‘END BRAKE COCK’.
06.09.1990 Repair ‘SIDE BEARER’.
06.09.1990 Repair ‘TOP CENTRE PLATE’.
06.09.1990 Repair ‘WEAR PLATES & SADDLES’.
06.09.1990 Repair ‘YOKE CARRIER’.

AOQF 285

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE SPRING’.
20.11.1989 Repair ‘VEHICLE STENCILS’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 287

08.02.1995 Reclassified from wagon ‘AOQF 287 R’ to ’ wagon ‘ROQF 287 L’.

AOQF 288

09.01.1995 Reclassified from wagon ‘AOQF 288 D’ to ’ wagon ‘ROQF 288 U’.

AOQF 294

02.02.1995 Reclassified from wagon ‘AOQF 294 V’ to ’ wagon ‘ROQF 294 P’.

AOQF 299

09.01.1995 Reclassified from wagon ‘AOQF 299 U’ to ’ wagon ‘ROQF 299 Y’.

AOQF 301

20.12.1994 Reclassified from wagon ‘AOQF 301 V’ to ’ wagon ‘ROQF 301 P’.

AOQF 303

12.01.1995 Reclassified from wagon ‘AOQF 303 Q’ to ’ wagon ‘ROQF 303 K’.

AOQF 309

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.03.1990 Repair ‘BOGIE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 312

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE COMPLETE’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1989 Repair ‘VEHICLE STENCILS’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE PIN’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOQF 318

09.01.1995 Reclassified from wagon ‘AOQF 318 A’ to ’ wagon ‘ROQF 318 R’.

AOQF 319

21.12.1994 Reclassified from wagon ‘AOQF 319 J’ to ’ wagon ‘ROQF 319 D’.

AOQF 321

27.02.1995 Reclassified from wagon ‘AOQF 321 Y’ to ’ wagon ‘ROQF 321 X’.

AOQF 323

13.01.1995 Reclassified from wagon ‘AOQF 323 J’ to ’ wagon ‘ROQF 323 D’.

AOQF 324

22.12.1994 Reclassified from wagon ‘AOQF 324 S’ to ’ wagon ‘ROQF 324 M’.

AOQF 326

24.09.1994 Reclassified from wagon ‘AOQF 326 N’ to ’ wagon ‘ROQF 326 H’.

AOQF 327

04.10.1994 Reclassified from wagon ‘AOQF 327 W’ to ’ wagon ‘ROQF 327 Q’.

AOQF 329

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘VEHICLE STENCILS’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘VEHICLE STENCILS’.
26.03.1990 Repair ‘VEHICLE COMPLETE’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘HANDRAILS END’.
02.04.1990 Repair ‘SIDE STEP’.
02.04.1990 Repair ‘SIDE STEP’.
02.04.1990 Repair ‘STEP’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 333

17.03.1995 Reclassified from wagon ‘AOQF 333 R’ to ’ wagon ‘ROQF 333 L’.
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AOQF 334

11.01.1995 Reclassified from wagon ‘AOQF 334 D’ to ’ wagon ‘ROQF 334 U’.

AOQF 336

10.04.1995 Reclassified from wagon ‘AOQF 336 V’ to ’ wagon ‘ROQF 336 P’.

AOQF 337

22.02.1995 Reclassified from wagon ‘AOQF 337 H’ to ’ wagon ‘ROQF 337 B’.

AOQF 342

12.01.1995 Reclassified from wagon ‘AOQF 342 Q’ to ’ wagon ‘ROQF 342 K’.

AOQF 343

13.01.1995 Reclassified from wagon ‘AOQF 343 C’ to ’ wagon ‘ROQF 343 T’.

AOQF 346

09.01.1995 Reclassified from wagon ‘AOQF 346 G’ to ’ wagon ‘ROQF 346 A’.

AOQF 348

08.12.1994 Reclassified from wagon ‘AOQF 348 B’ to ’ wagon ‘ROQF 348 S’.

AOQF 350

20.02.1995 Reclassified from wagon ‘AOQF 350 G’ to ’ wagon ‘ROQF 350 A’.

AOQF 351

09.01.1995 Reclassified from wagon ‘AOQF 351 P’ to ’ wagon ‘ROQF 351 J’.

AOQF 2428

06.12.1994 Reclassified from wagon ‘AOQF 2428 E’ to ’ wagon ‘ROQF 2428 V’.

AOQF 2431

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 2433

17.01.1995 Reclassified from wagon ‘AOQF 2433 N’ to ’ wagon ‘ROQF 2433 H’.

AOQF 2434

16.02.1995 Reclassified from wagon ‘AOQF 2434 W’ to ’ wagon ‘ROQF 2434 Q’.

AOQF 2437

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

27.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE PULL ROD’.
07.09.1994 Alteration ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS TO

‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.

AOQF 2441

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQF 2442

22.02.1995 Reclassified from wagon ‘AOQF 2442 M’ to ’ wagon ‘ROQF 2442 G’.
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AOQX 77

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15.06.1990 Repair ‘VEHICLE RECLASSIFY’.
15.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 77 C’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 86

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15.06.1990 Repair ‘VEHICLE RECLASSIFY’.
15.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQY 86 B’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 2423

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 2424

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 2425

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 2426

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 2429

28.05.1986 Alteration ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’ CLASS,
RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO EXCHANGE
POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New class: ‘AOQF’.

AOQX 2430

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOQX 2431

03.11.1987 Reclassified from wagon ‘AOQX 2431 V’ to ’ wagon ‘AOQF 2431 S’.

AOQX 2438

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQX 2441

26.10.1987 Reclassified from wagon ‘AOQX 2441 G’ to ’ wagon ‘AOQF 2441 D’.

AOQY 4

09.03.1989 Reclassified from wagon ‘AOQY 4 L’ to ’ wagon ‘AOQF 4 E’.

AOQY 6

16.12.1987 Reclassified from wagon ‘AOQY 6 G’ to ’ wagon ‘AOQF 6 W’.

AOQY 8

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 9

16.12.1987 Reclassified from wagon ‘AOQY 9 K’ to ’ wagon ‘AOQF 9 D’.

AOQY 12

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 19

09.03.1989 Reclassified from wagon ‘AOQY 19 S’ to ’ wagon ‘AOQF 19 L’.

AOQY 20

22.06.1990 Reclassified from wagon ‘AOQY 20 Y’ to ’ wagon ‘AOQF 20 H’.

AOQY 21

09.03.1989 Reclassified from wagon ‘AOQY 21 A’ to ’ wagon ‘AOQF 21 Q’.

AOQY 25

22.06.1990 Reclassified from wagon ‘AOQY 25 N’ to ’ wagon ‘AOQF 25 G’.

3244



2.112. Wagon classification starting with ‘AOQ’

AOQY 31

22.06.1990 Reclassified from wagon ‘AOQY 31 X’ to ’ wagon ‘AOQF 31 B’.

AOQY 33

22.06.1990 Reclassified from wagon ‘AOQY 33 D’ to ’ wagon ‘AOQF 33 T’.

AOQY 40

09.03.1989 Reclassified from wagon ‘AOQY 40 H’ to ’ wagon ‘AOQF 40 A’.

AOQY 41

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 47

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 49

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 54

10.11.1987 Reclassified from wagon ‘AOQY 54 F’ to ’ wagon ‘AOQF 54 V’.

AOQY 58

24.11.1987 Reclassified from wagon ‘AOQY 58 S’ to ’ wagon ‘AOQF 58 L’.

AOQY 60

09.03.1989 Reclassified from wagon ‘AOQY 60 A’ to ’ wagon ‘AOQF 60 Q’.

AOQY 65

09.03.1989 Reclassified from wagon ‘AOQY 65 W’ to ’ wagon ‘AOQF 65 P’.

AOQY 67

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOQY 68

22.06.1990 Reclassified from wagon ‘AOQY 68 D’ to ’ wagon ‘AOQF 68 T’.

AOQY 77

15.06.1990 Reclassified from wagon ‘AOQY 77 C’ to ’ wagon ‘AOQX 77 V’.

AOQY 79

09.03.1989 Reclassified from wagon ‘AOQY 79 U’ to ’ wagon ‘AOQF 79 N’.

AOQY 86

15.06.1990 Reclassified from wagon ‘AOQY 86 B’ to ’ wagon ‘AOQX 86 U’.

AOQY 90

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 91

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 109

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 122

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 124

17.12.1987 Reclassified from wagon ‘AOQY 124 L’ to ’ wagon ‘AOQF 124 E’.

AOQY 131

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 137

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOQY 146

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 156

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 157

08.01.1988 Reclassified from wagon ‘AOQY 157 Q’ to ’ wagon ‘AOQF 157 J’.

AOQY 163

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 164

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 174

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 176

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 184

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 195

18.10.1991 Reclassified from wagon ‘AOQY 195 H’ to ’ wagon ‘AOQF 195 A’.

AOQY 201

13.01.1988 Reclassified from wagon ‘AOQY 201 V’ to ’ wagon ‘AOQF 201 Y’.

AOQY 214

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOQY 215

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 227

22.12.1987 Reclassified from wagon ‘AOQY 227 W’ to ’ wagon ‘AOQF 227 P’.

AOQY 236

11.11.1987 Reclassified from wagon ‘AOQY 236 V’ to ’ wagon ‘AOQF 236 Y’.

AOQY 240

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 243

25.07.1989 Reclassified from wagon ‘AOQY 243 C’ to ’ wagon ‘AOQF 243 S’.

AOQY 253

Details: wagon ‘AOQY 253 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 01.01.1970
Operating System: AN
Intended Use: ORE
Remarks: EX SO
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.12.1981

14.01.1987 Alteration ‘RECLASSIFY AOQY TO AOQF - REFER RS4231 (RS3036)’. New
class: ‘AOQF’.

3248



2.112. Wagon classification starting with ‘AOQ’

AOQY 262

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 267

20.12.1988 Reclassified from wagon ‘AOQY 267 X’ to ’ wagon ‘AOQF 267 B’.

AOQY 271

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 277

Details: wagon ‘AOQY 277 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX SO
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.05.1982

14.01.1987 Alteration ‘RECLASSIFY AOQY TO AOQF - REFER RS4231 (RS3036)’. New
class: ‘AOQF’.

AOQY 280

11.11.1987 Reclassified from wagon ‘AOQY 280 H’ to ’ wagon ‘AOQF 280 A’.

AOQY 283

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOQY 285

13.01.1988 Reclassified from wagon ‘AOQY 285 G’ to ’ wagon ‘AOQF 285 W’.

AOQY 308

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 309

17.12.1987 Reclassified from wagon ‘AOQY 309 X’ to ’ wagon ‘AOQF 309 B’.

AOQY 312

21.12.1987 Reclassified from wagon ‘AOQY 312 W’ to ’ wagon ‘AOQF 312 P’.

AOQY 329

04.01.1988 Reclassified from wagon ‘AOQY 329 B’ to ’ wagon ‘AOQF 329 R’.

AOQY 354

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOQY 2431

16.12.1987 Reclassified from wagon ‘AOQY 2431 C’ to ’ wagon ‘AOQF 2431 S’.

AOQY 2437

15.01.1988 Reclassified from wagon ‘AOQY 2437 K’ to ’ wagon ‘AOQF 2437 D’.

AOQY 2441

16.12.1987 Reclassified from wagon ‘AOQY 2441 K’ to ’ wagon ‘AOQF 2441 D’.

2.113 Wagon classification starting with ‘AOS’

AOSX 3028

Details: wagon ‘AOSX 3028 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 17.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 28.04.1994
Due Triple Valve: 23.01.1990
Last Brake Cylinder: 23.01.1989
Last Single Car Test: 23.01.1989
Last Lift: 01.07.1982
Cont Max Slots: 3

20.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOOX 3028 C’

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘DOOR LOCK MECHANISM’.
21.11.1989 Repair ‘DOOR OPENING MECHANISM’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3028 C’
16.02.1990 Repair ‘STANCHION’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3028 C’
11.05.1990 Repair ‘DOOR LOCK MECHANISM’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3028 C’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3028 C’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1990 Repair ‘BRANCH PIPE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘DOOR COMPLETE’.
09.11.1990 Repair ‘DOOR LOCK MECHANISM’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
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09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘STANCHION’.
09.11.1990 Repair ‘TRAIN PIPE (END)’.
09.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3028 C’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘DOOR LOCK MECHANISM’.
19.11.1990 Repair ‘STANCHION’.
19.11.1990 Repair ‘STANCHION’.
19.11.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3028 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.08.1991 Repair ‘STANCHION’.
02.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3028 C’
21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
21.02.1992 Issued at location ‘Port Waratah’ with a previous code of wagon

‘AOOX 3028 C’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

07.09.1993 Repair ‘VEHICLE RECLASSIFY’.
07.09.1993 Repair ‘VEHICLE STENCILS’.
07.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3028 C’
23.09.1993 Repair ‘DOOR COMPLETE’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 3031

05.12.1995 Reclassified from wagon ‘AOSX 3031 F’ to ’ wagon ‘AZOY 3031 T’.

AOSX 3035

05.12.1995 Reclassified from wagon ‘AOSX 3035 S’ to ’ wagon ‘AZOY 3035 J’.

AOSX 3036

Details: wagon ‘AOSX 3036 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 21.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SZ SR
Return to Service Date: 12.09.1995
Last Triple Valve: 15.12.1988
Last Brake Cylinder: 13.05.1991
Last Lift: 16.09.1981
Cont Max Slots: 3

16.02.1990 Repair ‘CARD OR CLIP HOLDER’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3036 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘COUPLER KNUCKLE’.
13.05.1991 Repair ‘DOOR HINGES AND PINS’.
13.05.1991 Repair ‘EMPTY LOAD VALVE’.
13.05.1991 Repair ‘GRADE CONTROL VALVE’.
13.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3036 P’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

09.08.1993 Repair ‘VEHICLE RECLASSIFY’.
09.08.1993 Repair ‘VEHICLE STENCILS’.
09.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3036 P’
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19.02.1994 Repair ‘DOOR LOCK MECHANISM’.
19.02.1994 Repair ‘STANCHION’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4002

Details: wagon ‘AOSX 4002 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 07.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 11.07.1994
Due Triple Valve: 12.08.1997
Last Brake Cylinder: 03.05.1990
Last Lift: 12.08.1987
Cont Max Slots: 3

03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘HANDRAILS END’.
03.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1990 Repair ‘STANCHION’.
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4002 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
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06.09.1990 Repair ‘EMPTY LOAD VALVE’.
06.09.1990 Repair ‘END HOSE’.
06.09.1990 Repair ‘GRADE CONTROL VALVE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4002 H’
17.10.1990 Repair ‘BOGIE BEARINGS’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4002 H’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1991 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4002 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4002 H’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘DOOR COMPLETE’.
04.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4002 H’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

14.08.1993 Repair ‘VEHICLE RECLASSIFY’.
14.08.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4002 H’
01.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4003

Details: wagon ‘AOSX 4003 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
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Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 15.03.1980
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 15.01.1996
Due Triple Valve: 01.08.1990
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 18.04.1988
Last Single Car Test: 20.01.1992
Last Lift: 16.02.1987
Cont Max Slots: 3

19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘WHEEL SET’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4003 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘VEHICLE STENCILS’.
29.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4003 Q’
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4003 Q’
14.11.1990 Repair ‘HANDRAILS END’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4003 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4003 Q’
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17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘TRAIN PIPE (END)’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4003 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

14.08.1993 Repair ‘VEHICLE RECLASSIFY’.
14.08.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4003 Q’
23.08.1993 Repair ‘SIDE STEP’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.

AOSX 4008

Details: wagon ‘AOSX 4008 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 27.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 16.12.1994
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 22.03.1989
Last Lift: 12.12.1986
Cont Max Slots: 3
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20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘DOOR COMPLETE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4008 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.08.1990 Repair ‘STEP’.
29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4008 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘DOOR LOCK MECHANISM’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4008 P’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4008 P’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4008 P’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4008 P’
16.12.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4009

Details: wagon ‘AOSX 4009 N’ in AN ‘Mainland Division’.

Owner: AN

3258



2.113. Wagon classification starting with ‘AOS’

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 13.06.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 06.08.1995
Due Triple Valve: 01.08.1987
Last Triple Valve: 11.10.1993
Last Brake Cylinder: 17.07.1991
Last Single Car Test: 27.02.1992
Last Lift: 01.08.1986
Cont Max Slots: 3

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘DOOR HINGES AND PINS’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1989 Repair ‘YOKE CARRIER’.
30.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4009 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4009 B’
12.03.1991 Repair ‘STANCHION’.
12.03.1991 Repair ‘STEP’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4009 B’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
16.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4009 B’
19.02.1992 Repair ‘DOOR LOCK MECHANISM’.
19.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4009 B’
20.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4009 B’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1992 Repair ‘BRAKE LEVER’.
25.02.1992 Repair ‘BRAKE PULL ROD’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.02.1992 Repair ‘END BRAKE COCK’.
25.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘TRAIN PIPE (END)’.
25.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4009 B’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘STEP’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4009 B’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.07.1993 Repair ‘VEHICLE RECLASSIFY’.
12.07.1993 Repair ‘VEHICLE STENCILS’.
12.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4009 B’
15.08.1993 Repair ‘HANDRAILS’.
12.09.1993 Repair ‘SIDE STEP’.
12.09.1993 Repair ‘STEP’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.10.1993 Repair ‘COUPLER KNUCKLE’.
11.10.1993 Repair ‘DOOR COMPLETE’.
11.10.1993 Repair ‘DOOR OPENING MECHANISM’.
11.10.1993 Repair ‘EMPTY LOAD VALVE’.
11.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.11.1993 Repair ‘HANDRAILS END’.
28.11.1993 Repair ‘STEP’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
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AOSX 4010

Details: wagon ‘AOSX 4010 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 07.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 11.08.1995
Due Triple Valve: 01.03.1995
Last Triple Valve: 17.03.1993
Last Brake Cylinder: 30.11.1989
Last Single Car Test: 17.03.1993
Last Lift: 08.02.1979
Cont Max Slots: 3

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘DOOR LOCK MECHANISM’.
30.11.1989 Repair ‘END BRAKE COCK’.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘TRAIN PIPE (END)’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4010 U’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.10.1990 Repair ‘HANDRAILS END’.
08.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4010 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘BRAKE PULL ROD’.
02.07.1991 Repair ‘END HOSE’.
02.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4010 U’
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE STENCILS’.
10.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4010 U’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4010 U’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4010 U’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘DOOR COMPLETE’.
15.06.1993 Repair ‘DOOR HINGES AND PINS’.
15.06.1993 Repair ‘DOOR OPENING MECHANISM’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4010 U’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4010 U’
26.08.1993 Repair ‘VEHICLE RECLASSIFY’.
26.08.1993 Repair ‘VEHICLE STENCILS’.
26.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4010 U’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4011

Details: wagon ‘AOSX 4011 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.06.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 12.07.1995
Due Triple Valve: 01.11.1988
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 30.07.1991
Last Lift: 01.08.1986
Cont Max Slots: 3

07.11.1989 Repair ‘DOOR LOCK MECHANISM’.
07.11.1989 Repair ‘DOOR OPENING MECHANISM’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
07.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4011 G’
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4011 G’
07.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4011 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Repair ‘HANDRAILS’.
31.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4011 G’
06.10.1990 Repair ‘DOOR LOCK MECHANISM’.
06.10.1990 Repair ‘STEP’.
06.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4011 G’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.10.1990 Repair ‘DOOR HINGES AND PINS’.
17.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1990 Repair ‘VEHICLE STENCILS’.
17.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4011 G’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4011 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE SPRING’.
18.07.1991 Repair ‘BOGIE SPRING’.
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4011 G’
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4011 G’
21.11.1991 Repair ‘VEHICLE COMPLETE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4011 G’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4011 G’
12.07.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4014

Details: wagon ‘AOSX 4014 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 15.08.1977
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 15.05.1995
Last Brake Cylinder: 03.11.1992
Last Lift: 08.06.1984
Cont Max Slots: 3

27.09.1989 Repair ‘DOOR HINGES AND PINS’.
27.09.1989 Repair ‘DOOR LOCK MECHANISM’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4014 K’
15.11.1989 Repair ‘STEP’.
15.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4014 K’
24.11.1989 Repair ‘DOOR LOCK MECHANISM’.
24.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4014 K’
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘DOOR OPENING MECHANISM’.
31.03.1990 Repair ‘TRAIN PIPE (END)’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4014 K’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘DOOR FRAME’.
15.08.1990 Repair ‘DOOR HINGES AND PINS’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4014 K’
19.10.1990 Repair ‘HANDRAILS END’.
19.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4014 K’
11.03.1991 Repair ‘BRAKE LEVER’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4014 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.02.1992 Repair ‘DOOR LOCK MECHANISM’.
27.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4014 K’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘HANDRAILS END’.
03.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4014 K’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

05.03.1993 Repair ‘SIDE STEP’.
05.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4014 K’
03.05.1993 Repair ‘STEP’.
03.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4014 K’
15.08.1993 Repair ‘VEHICLE RECLASSIFY’.
15.08.1993 Repair ‘VEHICLE STENCILS’.
15.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4014 K’
19.02.1994 Repair ‘DOOR LOCK MECHANISM’.
19.02.1994 Repair ‘STANCHION’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4024

02.06.1996 Reclassified from wagon ‘AOSX 4024 H’ to ’ wagon ‘AOCX 4024 F’.

AOSX 4025

Details: wagon ‘AOSX 4025 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 23.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 12.08.1995
Due Triple Valve: 23.08.1990
Last Brake Cylinder: 23.08.1989
Last Single Car Test: 20.12.1993
Last Lift: 07.07.1987
Cont Max Slots: 3

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1989 Repair ‘WHEEL SET’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4025 E’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘DOOR COMPLETE’.
30.08.1989 Repair ‘HANDRAILS END’.
30.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4025 E’
04.04.1990 Repair ‘DOOR LOCK MECHANISM’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4025 E’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.10.1991 Repair ‘BRAKE BLOCK RB95’.
24.10.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 4025 E’
06.01.1992 Repair ‘STEP’.
06.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4025 E’
27.02.1992 Repair ‘DOOR LOCK MECHANISM’.
27.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4025 E’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘TRAIN PIPE (END)’.
15.09.1992 Repair ‘TRAIN PIPE’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4025 E’
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25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4025 E’
16.12.1993 Repair ‘END BRAKE COCK’.
16.12.1993 Repair ‘END HOSE’.
16.12.1993 Repair ‘STANCHION’.
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘TRAIN PIPE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4029

Details: wagon ‘AOSX 4029 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 17.01.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 22.02.1994
Last Triple Valve: 21.12.1993
Last Brake Cylinder: 12.07.1991
Last Single Car Test: 21.12.1993
Last Lift: 16.09.1981
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4029 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘END BRAKE COCK’.
11.07.1991 Repair ‘END HOSE’.
11.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4029 R’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘END BRAKE COCK’.
06.11.1991 Repair ‘END HOSE’.
06.11.1991 Repair ‘TRAIN PIPE’.
06.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4029 R’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

21.10.1993 Repair ‘VEHICLE RECLASSIFY’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4029 R’
16.12.1993 Repair ‘DOOR COMPLETE’.
16.12.1993 Repair ‘STANCHION’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BODY COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘BRANCH PIPE’.
21.12.1993 Repair ‘CARD OR CLIP HOLDER’.
21.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘DOOR COMPLETE’.
21.12.1993 Repair ‘HANDRAILS END’.
21.12.1993 Repair ‘STANCHION’.
21.12.1993 Repair ‘TRAIN PIPE (END)’.
21.12.1993 Repair ‘UNDERFRAME COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4031

Details: wagon ‘AOSX 4031 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 08.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 11.05.1995
Last Brake Cylinder: 21.08.1991
Last Single Car Test: 27.06.1988
Last Lift: 01.10.1981
Cont Max Slots: 3

07.08.1989 Repair ‘STANCHION’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4031 W’
07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4031 W’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘COUPLER KNUCKLE’.
15.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.12.1989 Repair ‘DOOR OPENING MECHANISM’.
15.12.1989 Repair ‘EMPTY LOAD VALVE’.
15.12.1989 Repair ‘GRADE CONTROL VALVE’.
15.12.1989 Repair ‘HANDRAILS END’.
15.12.1989 Repair ‘STEP’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
15.12.1989 Repair ‘WEAR PLATES & SADDLES’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4031 W’
16.02.1990 Repair ‘HANDRAILS END’.
16.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4031 W’
08.05.1990 Repair ‘STANCHION’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4031 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘EMPTY LOAD VALVE’.
21.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4031 W’
31.08.1992 Repair ‘SIDE STEP’.
31.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4031 W’
22.09.1992 Repair ‘HANDRAILS END’.
22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4031 W’
19.10.1992 Repair ‘STEP’.
19.10.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘AOOX 4031 W’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRANCH PIPE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘DOOR LOCK MECHANISM’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘END BRAKE COCK’.
09.03.1993 Repair ‘END HOSE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4031 W’
09.07.1993 Repair ‘STEP’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4031 W’
13.07.1993 Repair ‘VEHICLE RECLASSIFY’.
13.07.1993 Repair ‘VEHICLE STENCILS’.
13.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4031 W’
16.09.1993 Repair ‘STEP’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4032

Details: wagon ‘AOSX 4032 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 20.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SZ SR
Return to Service Date: 19.08.1996
Last Single Car Test: 15.03.1990
Last Lift: 11.09.1986
Cont Max Slots: 3

07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4032 X’
14.02.1990 Repair ‘VEHICLE COMPLETE’.
14.02.1990 Repair ‘VEHICLE STENCILS’.
14.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4032 X’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4032 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4032 X’
12.12.1991 Repair ‘DOOR COMPLETE’.
12.12.1991 Repair ‘DOOR LOCK MECHANISM’.
12.12.1991 Repair ‘DOOR OPENING MECHANISM’.
12.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4032 X’
21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
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21.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 4032 X’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

14.10.1993 Repair ‘STEP’.
14.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4032 X’
18.10.1993 Repair ‘TRAIN PIPE (END)’.
18.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4032 X’
14.11.1993 Repair ‘VEHICLE RECLASSIFY’.
14.11.1993 Repair ‘VEHICLE STENCILS’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4032 X’
18.11.1993 Repair ‘DOOR COMPLETE’.
04.01.1994 Repair ‘END BRAKE COCK’.
04.01.1994 Repair ‘END HOSE’.
13.04.1994 Repair ‘TRAIN PIPE (END)’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

AOSX 4033

Details: wagon ‘AOSX 4033 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 17.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 01.10.1993
Cont Max Slots: 3

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.03.1990 Repair ‘TRAIN PIPE’.
27.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4033 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.05.1990 Repair ‘HANDRAILS END’.
30.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4033 R’
01.12.1990 Repair ‘HANDRAILS END’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4033 R’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘DOOR HINGES AND PINS’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘GRADE CONTROL VALVE’.
22.02.1991 Repair ‘TRAIN PIPE (END)’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4033 R’
04.04.1991 Repair ‘HANDRAILS END’.
04.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4033 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.07.1991 Repair ‘STANCHION’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4033 R’
16.10.1992 Repair ‘DOOR COMPLETE’.
16.10.1992 Repair ‘DOOR LOCK MECHANISM’.
16.10.1992 Repair ‘HANDRAILS END’.
16.10.1992 Repair ‘STANCHION’.
16.10.1992 Repair ‘STEP’.
16.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4033 R’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

15.08.1993 Repair ‘VEHICLE RECLASSIFY’.
15.08.1993 Repair ‘VEHICLE STENCILS’.
15.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4033 R’
21.08.1993 Repair ‘STEP’.
09.09.1993 Repair ‘COUPLER COMPLETE’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘VEHICLE COMPLETE’.
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AOSX 4036

Details: wagon ‘AOSX 4036 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 08.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 12.09.1994
Last Single Car Test: 26.11.1993
Last Lift: 01.01.1981
Cont Max Slots: 3

24.10.1989 Repair ‘HANDRAILS END’.
24.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4036 V’
14.11.1989 Repair ‘STEP’.
14.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4036 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

06.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4036 V’
06.08.1993 Repair ‘STEP’.
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06.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 4036 V’

18.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4036 V’
29.08.1993 Repair ‘VEHICLE RECLASSIFY’.
29.08.1993 Repair ‘VEHICLE STENCILS’.
29.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4036 V’
12.09.1993 Repair ‘DOOR OPENING MECHANISM’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE CONTROL PIPE’.
20.09.1993 Repair ‘DOOR COMPLETE’.
20.09.1993 Repair ‘DOOR LOCK MECHANISM’.
20.09.1993 Repair ‘TRAIN PIPE (END)’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1993 Repair ‘YOKE COMPLETE’.
24.11.1993 Repair ‘YOKE PIN’.
19.02.1994 Repair ‘DOOR COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4050

Details: wagon ‘AOSX 4050 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 06.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC WB SZ
Return to Service Date: 11.03.1996
Last Triple Valve: 30.07.1991
Last Brake Cylinder: 15.03.1991
Last Single Car Test: 06.08.1992
Last Lift: 04.01.1984
Cont Max Slots: 3

06.08.1989 Repair ‘HANDRAILS END’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4050 G’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE PIN’.
13.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
13.03.1990 Repair ‘DOOR LOCK MECHANISM’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘HANDRAILS END’.
13.03.1990 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4050 G’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4050 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘TRAIN PIPE (END)’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4050 G’
24.01.1991 Repair ‘DOOR OPENING MECHANISM’.
24.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4050 G’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘DOOR COMPLETE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4050 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
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10.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1991 Repair ‘DOOR HINGES AND PINS’.
10.07.1991 Repair ‘EMPTY LOAD VALVE’.
10.07.1991 Repair ‘GRADE CONTROL VALVE’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4050 G’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4050 G’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘DOOR COMPLETE’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4050 G’
09.03.1992 Repair ‘HANDRAILS END’.
09.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4050 G’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘TRAIN PIPE (END)’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4050 G’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Repair ‘VEHICLE RECLASSIFY’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘AOOX 4050 G’
19.09.1993 Repair ‘HANDRAILS END’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.

AOSX 4056

Details: wagon ‘AOSX 4056 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 11.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 17.06.1995
Last Triple Valve: 24.02.1988
Last Brake Cylinder: 22.07.1993
Last Single Car Test: 22.07.1993
Last Lift: 08.11.1977
Cont Max Slots: 3

14.02.1990 Repair ‘DOOR COMPLETE’.
14.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4056 Y’
28.05.1990 Repair ‘STANCHION’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4056 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘BODY COMPLETE’.
21.06.1990 Repair ‘END HOSE’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4056 Y’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4056 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4056 Y’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
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01.03.1992 Issued at location ‘New South Wales’ with a previous code of wagon
‘AOOX 4056 Y’

29.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4056 Y’
24.08.1992 Repair ‘END BRAKE COCK’.
24.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4056 Y’
25.08.1992 Repair ‘STEP’.
25.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4056 Y’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRAKE PULL ROD’.
11.11.1992 Repair ‘END HOSE’.
11.11.1992 Repair ‘TRAIN PIPE (END)’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4056 Y’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRANCH PIPE’.
19.07.1993 Repair ‘END BRAKE COCK’.
19.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1993 Repair ‘TRAIN PIPE (END)’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4056 Y’
29.11.1993 Repair ‘VEHICLE RECLASSIFY’.
29.11.1993 Repair ‘VEHICLE STENCILS’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4056 Y’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘DOOR COMPLETE’.
07.12.1993 Repair ‘DOOR LOCK MECHANISM’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4062

Details: wagon ‘AOSX 4062 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 10.03.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Last Lift: 19.07.1982
Cont Max Slots: 3

03.08.1989 Repair ‘DOOR HINGES AND PINS’.
03.08.1989 Repair ‘DOOR LOCK MECHANISM’.
03.08.1989 Repair ‘DOOR OPENING MECHANISM’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4062 J’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘BRAKE CONTROL PIPE’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4062 J’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.09.1989 Repair ‘BRAKE LEVER’.
25.09.1989 Repair ‘BRAKE PULL ROD’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘DOOR LOCK MECHANISM’.
25.09.1989 Repair ‘EMPTY LOAD VALVE’.
25.09.1989 Repair ‘GRADE CONTROL VALVE’.
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4062 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘END BRAKE COCK’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4062 J’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

02.10.1993 Repair ‘VEHICLE COMPLETE’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4062 J’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4062 J’

AOSX 4073

Details: wagon ‘AOSX 4073 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 06.05.1995
Due Triple Valve: 27.08.1991
Last Brake Cylinder: 15.03.1991
Last Single Car Test: 15.03.1991
Last Lift: 03.11.1981
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.
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16.06.1990 Repair ‘STEP’.
16.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4073 D’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.08.1990 Repair ‘TRAIN PIPE (END)’.
27.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4073 D’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BEARERS’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BRAKE PULL ROD’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘END BRAKE COCK’.
14.03.1991 Repair ‘NYLON HOSE’.
14.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1991 Repair ‘SIDE BEARER’.
14.03.1991 Repair ‘TOP CENTRE PLATE’.
14.03.1991 Repair ‘TRAIN PIPE (END)’.
14.03.1991 Repair ‘YOKE COMPLETE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4073 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘STEP’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4073 D’
05.08.1991 Repair ‘STANCHION’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4073 D’
08.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4073 D’
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘VEHICLE COMPLETE’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4073 D’
24.09.1991 Repair ‘END HOSE’.
24.09.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4073 D’
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4073 D’
15.11.1992 Repair ‘COUPLER COMPLETE’.
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15.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4073 D’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4073 D’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘DOOR COMPLETE’.
27.07.1993 Repair ‘DOOR LOCK MECHANISM’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4075

Details: wagon ‘AOSX 4075 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 18.10.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 19.05.1995
Last Brake Cylinder: 04.09.1991
Last Single Car Test: 04.11.1992
Last Lift: 23.06.1981
Cont Max Slots: 3

04.09.1989 Repair ‘DOOR COMPLETE’.
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04.09.1989 Repair ‘END HOSE’.
04.09.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4075 V’
26.09.1989 Repair ‘STEP’.
26.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4075 V’
12.10.1989 Repair ‘END HOSE’.
12.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4075 V’
21.11.1989 Repair ‘DOOR HINGES AND PINS’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4075 V’
24.11.1989 Repair ‘DOOR HINGES AND PINS’.
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4075 V’
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE STENCILS’.
29.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4075 V’
08.12.1989 Repair ‘STEP’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4075 V’
04.03.1990 Repair ‘END BRAKE COCK’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4075 V’
31.03.1990 Repair ‘STEP’.
31.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4075 V’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘DOOR LOCK MECHANISM’.
03.04.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4075 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.01.1991 Repair ‘DOOR OPENING MECHANISM’.
31.01.1991 Repair ‘STEP’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4075 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.09.1991 Repair ‘HANDRAILS END’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4075 V’

3285



2. TIMS GROUP INFORMATION - WAGONS

17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘STEP’.
17.09.1991 Repair ‘TRAIN PIPE (END)’.
17.09.1991 Repair ‘TRAIN PIPE’.
17.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4075 V’
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4075 V’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘RELAY VALVE’.
16.10.1992 Repair ‘TRAIN PIPE (END)’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4075 V’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

25.11.1993 Repair ‘VEHICLE RECLASSIFY’.
25.11.1993 Repair ‘VEHICLE STENCILS’.
25.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4075 V’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4078

Details: wagon ‘AOSX 4078 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 23.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 03.04.1996
Due Triple Valve: 14.12.1991
Last Triple Valve: 31.01.1989
Last Brake Cylinder: 31.01.1989
Last Single Car Test: 14.12.1990
Cont Max Slots: 3

08.07.1989 Repair ‘DOOR LOCK MECHANISM’.
08.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4078 C’
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘DRAFT GEAR POCKET’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4078 C’
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4078 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘TRAIN PIPE (END)’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4078 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4078 C’
07.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘HANDBRAKE HANDLE’.
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14.01.1994 Repair ‘STRIKING CASTING’.
14.01.1994 Repair ‘WEAR PLATES & SADDLES’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.

AOSX 4082

Details: wagon ‘AOSX 4082 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 14.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 14.01.1995
Due Triple Valve: 01.05.1997
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.04.1993
Last Lift: 13.05.1987
Cont Max Slots: 3

14.10.1989 Repair ‘DOOR HINGES AND PINS’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4082 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘DOOR HINGES AND PINS’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘GRADE CONTROL VALVE’.
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18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4082 C’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘DOOR COMPLETE’.
02.08.1990 Repair ‘DOOR LOCK MECHANISM’.
02.08.1990 Repair ‘HANDRAILS END’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4082 C’
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 4082 C’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE SPRING’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘STEP’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4082 C’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘DOOR LOCK MECHANISM’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4082 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘END BRAKE COCK’.
27.05.1991 Repair ‘TRAIN PIPE (END)’.
27.05.1991 Repair ‘TRAIN PIPE’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4082 C’
25.09.1991 Repair ‘STEP’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4082 C’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

07.04.1993 Repair ‘STEP’.
07.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4082 C’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘DOOR LOCK MECHANISM’.
13.04.1993 Repair ‘END BRAKE COCK’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Repair ‘VEHICLE STENCILS’.
13.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4082 C’
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07.09.1993 Repair ‘VEHICLE RECLASSIFY’.
07.09.1993 Repair ‘VEHICLE STENCILS’.
07.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4082 C’
07.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4082 C’
15.11.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘STEP’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4083

Details: wagon ‘AOSX 4083 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 25.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 08.08.1994
Last Brake Cylinder: 06.07.1992
Last Single Car Test: 18.03.1993
Last Lift: 08.08.1978
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.10.1990 Repair ‘STEP’.
30.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4083 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4083 L’
13.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4083 L’
06.01.1992 Repair ‘TRAIN PIPE’.
06.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4083 L’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘WEAR PLATES & SADDLES’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4083 L’
27.01.1993 Repair ‘STEP’.
27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4083 L’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

13.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4083 L’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘DOOR LOCK MECHANISM’.
15.03.1993 Repair ‘VEHICLE STENCILS’.
15.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4083 L’
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘HANDRAILS END’.
02.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4083 L’
12.07.1993 Repair ‘VEHICLE RECLASSIFY’.
12.07.1993 Repair ‘VEHICLE STENCILS’.
12.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4083 L’
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4084

Details: wagon ‘AOSX 4084 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: NS 189
Date Built: 21.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 04.11.1995
Due Triple Valve: 18.03.1997
Last Brake Cylinder: 13.04.1992
Last Single Car Test: 12.04.1990
Last Lift: 13.01.1982
Cont Max Slots: 3

09.07.1989 Repair ‘BOGIE SPRING’.
09.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4084 U’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘DOOR COMPLETE’.
12.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.04.1990 Repair ‘END BRAKE COCK’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4084 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘DOOR LOCK MECHANISM’.
13.04.1992 Repair ‘EMPTY LOAD VALVE’.
13.04.1992 Repair ‘GRADE CONTROL VALVE’.
13.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4084 U’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4084 U’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘DOOR OPENING MECHANISM’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Repair ‘STANCHION’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4084 U’
15.08.1993 Repair ‘VEHICLE RECLASSIFY’.
15.08.1993 Repair ‘VEHICLE STENCILS’.
15.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4084 U’
23.09.1993 Repair ‘DOOR COMPLETE’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1994 Repair ‘DOOR LOCK MECHANISM’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4086

20.05.1996 Reclassified from wagon ‘AOSX 4086 E’ to ’ wagon ‘AOCX 4086 C’.

AOSX 4088

Details: wagon ‘AOSX 4088 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 09.06.1995
Last Triple Valve: 09.09.1993
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 09.09.1993
Last Lift: 01.08.1984
Cont Max Slots: 3
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16.03.1990 Repair ‘HANDRAILS END’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4088 K’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘DOOR HINGES AND PINS’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘HANDRAILS END’.
02.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Repair ‘VEHICLE COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4088 K’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4088 K’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4088 K’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘HANDRAILS END’.
21.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4088 K’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1990 Repair ‘BRAKE LEVER’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘END BRAKE COCK’.
02.07.1990 Repair ‘END HOSE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘HANDRAILS END’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Repair ‘TRAIN PIPE (END)’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4088 K’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4088 K’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘TRAIN PIPE (END)’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4088 K’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘END HOSE’.
18.10.1990 Repair ‘TRAIN PIPE (END)’.
18.10.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4088 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘BRANCH PIPE’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.05.1991 Repair ‘END BRAKE COCK’.
06.05.1991 Repair ‘END HOSE’.
06.05.1991 Repair ‘HANDRAILS’.
06.05.1991 Repair ‘SIDE BEARER’.
06.05.1991 Repair ‘SIDE STEP’.
06.05.1991 Repair ‘SIDE STEP’.
06.05.1991 Repair ‘STANCHION’.
06.05.1991 Repair ‘TOP CENTRE PLATE’.
06.05.1991 Repair ‘TRAIN PIPE (END)’.
06.05.1991 Repair ‘TRAIN PIPE’.
06.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4088 K’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4088 K’
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4088 K’
31.08.1992 Repair ‘END BRAKE COCK’.
31.08.1992 Repair ‘END HOSE’.
31.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4088 K’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
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ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘BRAKE LEVER’.
01.09.1993 Repair ‘BRANCH PIPE’.
01.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.09.1993 Repair ‘COUPLER COMPLETE’.
01.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1993 Repair ‘TRAIN PIPE’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4088 K’
27.11.1993 Repair ‘VEHICLE RECLASSIFY’.
27.11.1993 Repair ‘VEHICLE STENCILS’.
27.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4088 K’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘DOOR LOCK MECHANISM’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4091

Details: wagon ‘AOSX 4091 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 25.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC SR SZ
Return to Service Date: 19.05.1995
Last Single Car Test: 28.07.1992
Last Lift: 14.05.1979
Cont Max Slots: 3

26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4091 B’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘TRAIN PIPE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4091 B’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘TRAIN PIPE (END)’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4091 B’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4091 B’
12.09.1993 Repair ‘HANDRAILS’.
20.09.1993 Repair ‘DOOR COMPLETE’.
20.09.1993 Repair ‘DOOR LOCK MECHANISM’.
20.09.1993 Repair ‘DOOR OPENING MECHANISM’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4093

26.07.1989 Repair ‘DOOR COMPLETE’.
26.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4093 T’
14.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1989 Repair ‘STEP’.
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14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 4093 T’

15.09.1989 Repair ‘DOOR OPENING MECHANISM’.
15.09.1989 Repair ‘STANCHION’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4093 T’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘DOOR OPENING MECHANISM’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘END BRAKE COCK’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4093 T’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 4093 T’
31.05.1990 Repair ‘DOOR LOCK MECHANISM’.
31.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4093 T’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4093 T’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.03.1993 Repair ‘CENTRE SILL’.
12.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4093 T’
18.03.1993 Repair ‘TRAIN PIPE’.
18.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4093 T’
26.06.1993 Repair ‘VEHICLE RECLASSIFY’.
26.06.1993 Repair ‘VEHICLE STENCILS’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4093 T’
18.09.1993 Repair ‘HANDRAILS END’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOSX 4100

Details: wagon ‘AOSX 4100 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
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Date Built: 08.11.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SZ SR
Return to Service Date: 02.04.1995
Due Triple Valve: 23.01.1990
Last Triple Valve: 07.03.1988
Last Brake Cylinder: 11.11.1992
Last Single Car Test: 11.11.1992
Last Lift: 23.03.1987
Cont Max Slots: 3

15.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4100 T’
18.07.1989 Repair ‘STEP’.
18.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4100 T’
03.05.1990 Repair ‘STEP’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4100 T’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRAKE PULL ROD’.
07.05.1990 Repair ‘BRANCH PIPE’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4100 T’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

09.09.1990 Repair ‘HANDRAILS END’.
09.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4100 T’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘END BRAKE COCK’.
09.10.1990 Repair ‘END HOSE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.10.1990 Repair ‘STEP’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4100 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘DOOR LOCK MECHANISM’.
05.09.1991 Repair ‘STEP’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4100 T’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4100 T’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘DOOR LOCK MECHANISM’.
14.11.1991 Repair ‘DOOR OPENING MECHANISM’.
14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4100 T’
11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4100 T’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘DOOR LOCK MECHANISM’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Repair ‘WHEEL SET’.
05.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4100 T’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

04.08.1993 Repair ‘VEHICLE RECLASSIFY’.
04.08.1993 Repair ‘VEHICLE STENCILS’.
04.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4100 T’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘HANDRAILS END’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4103

Details: wagon ‘AOSX 4103 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 24.07.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 25.03.1994
Last Brake Cylinder: 06.07.1992
Last Single Car Test: 22.11.1993
Last Lift: 08.10.1980
Cont Max Slots: 3

11.08.1989 Repair ‘END HOSE’.
11.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4103 A’
17.09.1989 Repair ‘HANDRAILS END’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4103 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

29.07.1990 Repair ‘END HOSE’.
29.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4103 A’
23.02.1991 Repair ‘HANDRAILS END’.
23.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4103 A’
17.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4103 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4103 A’
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘TRAIN PIPE (END)’.
31.10.1991 Repair ‘TRAIN PIPE’.
31.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4103 A’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
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29.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon
‘AOOX 4103 A’

28.06.1992 Repair ‘STEP’.
28.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4103 A’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘DOOR OPENING MECHANISM’.
06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘STEP’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4103 A’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘COUPLER COMPLETE’.
07.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4103 A’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘BRAKE PULL ROD’.
19.11.1993 Repair ‘DOOR COMPLETE’.
19.11.1993 Repair ‘END BRAKE COCK’.
19.11.1993 Repair ‘END BRAKE COCK’.
19.11.1993 Repair ‘HANDRAILS END’.
19.11.1993 Repair ‘LASHING POINT’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘SIDE MEMBER’.
19.11.1993 Repair ‘STEP’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘TRAIN PIPE’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Repair ‘VEHICLE RECLASSIFY’.
19.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4103 A’
25.03.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4104

Details: wagon ‘AOSX 4104 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 28.04.1995
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 05.05.1988
Last Single Car Test: 03.06.1992
Last Lift: 08.05.1986
Cont Max Slots: 3

24.07.1989 Repair ‘HANDRAILS’.
24.07.1989 Repair ‘STEP’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4104 J’
02.03.1990 Repair ‘DOOR HINGES AND PINS’.
02.03.1990 Repair ‘END HOSE’.
02.03.1990 Repair ‘STANCHION’.
02.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4104 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.06.1990 Repair ‘STEP’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4104 J’
18.02.1991 Repair ‘AXLEBOX’.
18.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4104 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.03.1992 Repair ‘STEP’.
28.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4104 J’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘END BRAKE COCK’.
01.06.1992 Repair ‘TRAIN PIPE (END)’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4104 J’
13.11.1992 Repair ‘STEP’.
13.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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13.11.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOOX 4104 J’

13.11.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOOX 4104 J’

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4104 J’
08.07.1993 Repair ‘STEP’.
29.07.1993 Repair ‘STEP’.
31.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1993 Repair ‘DOOR HINGES AND PINS’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4105

Details: wagon ‘AOSX 4105 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 13.07.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 14.11.1994
Last Brake Cylinder: 20.10.1993
Last Single Car Test: 20.10.1993
Last Lift: 28.02.1983
Cont Max Slots: 3

19.12.1989 Repair ‘SIDE STEP’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4105 S’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘DOOR HINGES AND PINS’.
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13.03.1990 Repair ‘DOOR OPENING MECHANISM’.
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Repair ‘STEP’.
13.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 4105 S’
23.03.1990 Repair ‘HANDRAILS END’.
23.03.1990 Repair ‘SIDE STEP’.
23.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4105 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘TRAIN PIPE (END)’.
28.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4105 S’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘CENTRE SILL’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘END BRAKE COCK’.
19.10.1993 Repair ‘END COMPLETE’.
19.10.1993 Repair ‘END HOSE’.
19.10.1993 Repair ‘END SILL’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1993 Repair ‘HOSE FITTINGS’.
19.10.1993 Repair ‘NYLON HOSE’.
19.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Repair ‘SIDE SILL’.
19.10.1993 Repair ‘STRIKING CASTING’.
19.10.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1993 Repair ‘YOKE COMPLETE’.
19.10.1993 Repair ‘YOKE PIN’.
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19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AOOX 4105 S’

14.11.1993 Repair ‘VEHICLE RECLASSIFY’.
14.11.1993 Repair ‘VEHICLE STENCILS’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4105 S’
14.11.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4106

Details: wagon ‘AOSX 4106 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 16.08.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 12.08.1995
Due Triple Valve: 04.08.1988
Last Triple Valve: 19.04.1988
Last Brake Cylinder: 25.08.1992
Last Single Car Test: 11.03.1994
Last Lift: 17.12.1979
Cont Max Slots: 3

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4106 E’
13.12.1989 Repair ‘END BRAKE COCK’.
13.12.1989 Repair ‘STANCHION’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4106 E’
08.04.1990 Repair ‘STEP’.
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08.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4106 E’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

25.07.1990 Repair ‘HANDRAILS END’.
25.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4106 E’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘END BRAKE COCK’.
05.04.1991 Repair ‘HANDRAILS END’.
05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4106 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘STANCHION’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4106 E’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘DISCHARGE DOOR’.
10.06.1992 Repair ‘STANCHION’.
10.06.1992 Repair ‘VEHICLE STENCILS’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4106 E’
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4106 E’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4106 E’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4106 E’
09.01.1993 Repair ‘HANDRAILS END’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4106 E’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.
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26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘DOOR LOCK MECHANISM’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘TRAIN PIPE (END)’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4106 E’
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘DOOR HINGES AND PINS’.
21.07.1993 Repair ‘DOOR OPENING MECHANISM’.
21.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.07.1993 Repair ‘YOKE COMPLETE’.
21.07.1993 Repair ‘YOKE FOLLOWER’.
21.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4106 E’
09.08.1993 Repair ‘VEHICLE RECLASSIFY’.
09.08.1993 Repair ‘VEHICLE STENCILS’.
09.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4106 E’
30.09.1993 Repair ‘STEP’.
30.09.1993 Repair ‘STEP’.
21.11.1993 Repair ‘STEP’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BRAKE PULL ROD’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK RB95’.
11.03.1994 Repair ‘BRAKE CONTROL PIPE’.
11.03.1994 Repair ‘DOOR LOCK MECHANISM’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1994 Repair ‘TRAIN PIPE (END)’.
11.03.1994 Repair ‘TRAIN PIPE’.
15.03.1994 Repair ‘DOOR OPENING MECHANISM’.
15.03.1994 Repair ‘STEP’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4109

Details: wagon ‘AOSX 4109 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.02.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 14.06.1995
Due Triple Valve: 27.05.1988
Last Triple Valve: 21.03.1988
Last Brake Cylinder: 29.06.1993
Last Lift: 27.05.1987
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4109 X’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRANCH PIPE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘END BRAKE COCK’.
12.06.1991 Repair ‘END HOSE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1991 Repair ‘TRAIN PIPE (END)’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4109 X’
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4109 X’
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29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4109 X’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BRANCH PIPE’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4109 X’
28.09.1993 Repair ‘DOOR COMPLETE’.
28.09.1993 Repair ‘STANCHION’.
25.11.1993 Repair ‘STEP’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4110

21.05.1996 Reclassified from wagon ‘AOSX 4110 Q’ to ’ wagon ‘AOCX 4110 Y’.

AOSX 4114

Details: wagon ‘AOSX 4114 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 03.05.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC WB SZ
Return to Service Date: 08.11.1994
Last Brake Cylinder: 28.02.1991
Last Single Car Test: 01.07.1993
Last Lift: 15.05.1986
Cont Max Slots: 3

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘DOOR COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4114 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.08.1990 Repair ‘DOOR HINGES AND PINS’.
22.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4114 R’
05.02.1991 Repair ‘BOGIE BEARINGS’.
05.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4114 R’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘HANDRAILS END’.
28.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘WEAR PLATES & SADDLES’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4114 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘HANDRAILS END’.
22.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4114 R’
28.05.1991 Repair ‘END HOSE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4114 R’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘STEP’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4114 R’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘END BRAKE COCK’.
30.06.1993 Repair ‘END HOSE’.
30.06.1993 Repair ‘TRAIN PIPE’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AOOX 4114 R’
04.07.1993 Repair ‘VEHICLE RECLASSIFY’.
04.07.1993 Repair ‘VEHICLE STENCILS’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4114 R’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4115

Details: wagon ‘AOSX 4115 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 01.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WB SZ
Return to Service Date: 06.06.1995
Last Brake Cylinder: 04.11.1989
Last Single Car Test: 22.07.1993
Last Lift: 05.08.1986
Cont Max Slots: 3

04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.11.1989 Repair ‘DOOR HINGES AND PINS’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘HANDRAILS END’.
04.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1989 Repair ‘STEP’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4115 D’
28.03.1990 Repair ‘DOOR HINGES AND PINS’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4115 D’
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28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1991 Repair ‘BRAKE LEVER’.
09.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘EMPTY LOAD VALVE’.
09.02.1991 Repair ‘GRADE CONTROL VALVE’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4115 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BRANCH PIPE’.
12.11.1991 Repair ‘CARD OR CLIP HOLDER’.
12.11.1991 Repair ‘DOOR FRAME’.
12.11.1991 Repair ‘DOOR HINGES AND PINS’.
12.11.1991 Repair ‘DOOR LOCK MECHANISM’.
12.11.1991 Repair ‘DOOR OPENING MECHANISM’.
12.11.1991 Repair ‘STANCHION’.
12.11.1991 Repair ‘TRAIN PIPE (END)’.
12.11.1991 Repair ‘TRAIN PIPE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4115 D’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4115 D’
12.04.1993 Repair ‘DOOR LOCK MECHANISM’.
12.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4115 D’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE CONTROL PIPE’.
21.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4115 D’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4115 D’
08.11.1993 Repair ‘VEHICLE RECLASSIFY’.
08.11.1993 Repair ‘VEHICLE STENCILS’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4115 D’
12.01.1994 Repair ‘DOOR LOCK MECHANISM’.
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14.03.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4116

Details: wagon ‘AOSX 4116 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 26.05.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 22.05.1995
Due Triple Valve: 12.03.1989
Last Brake Cylinder: 17.04.1991
Last Single Car Test: 12.03.1988
Last Lift: 13.01.1979
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.08.1990 Repair ‘DOOR COMPLETE’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4116 M’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘DOOR LOCK MECHANISM’.
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
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17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4116 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.10.1991 Repair ‘CARD OR CLIP HOLDER’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘STANCHION’.
09.10.1991 Repair ‘TRAIN PIPE (END)’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4116 M’
27.03.1992 Repair ‘VEHICLE COMPLETE’.
27.03.1992 Repair ‘VEHICLE STENCILS’.
27.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4116 M’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘DOOR LOCK MECHANISM’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4116 M’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

24.05.1993 Repair ‘HANDRAILS’.
24.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4116 M’
20.08.1993 Repair ‘STEP’.
20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4116 M’
20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4116 M’
25.08.1993 Repair ‘DOOR COMPLETE’.
25.08.1993 Repair ‘VEHICLE RECLASSIFY’.
25.08.1993 Repair ‘VEHICLE STENCILS’.
25.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4116 M’
20.09.1993 Repair ‘DOOR COMPLETE’.
20.09.1993 Repair ‘DOOR LOCK MECHANISM’.
26.11.1993 Repair ‘STEP’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4119

Details: wagon ‘AOSX 4119 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
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Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 25.10.1995
Due Triple Valve: 14.03.1990
Last Brake Cylinder: 29.04.1988
Last Single Car Test: 19.08.1992
Last Lift: 01.12.1984
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘DOOR COMPLETE’.
28.11.1990 Repair ‘END HOSE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘SIDE STEP’.
28.11.1990 Repair ‘TRAIN PIPE (END)’.
28.11.1990 Repair ‘TRAIN PIPE’.
28.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4119 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4119 Q’
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4119 Q’
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19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1992 Repair ‘YOKE PIN’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 4119 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 4119 Q’

25.08.1993 Repair ‘VEHICLE RECLASSIFY’.
25.08.1993 Repair ‘VEHICLE STENCILS’.
25.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4119 Q’
12.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1993 Repair ‘DOOR LOCK MECHANISM’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4121

Details: wagon ‘AOSX 4121 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 14.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 17.08.1995
Last Brake Cylinder: 16.03.1993
Last Single Car Test: 03.11.1992
Cont Max Slots: 3

25.01.1990 Repair ‘HANDRAILS END’.
25.01.1990 Repair ‘STEP’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4121 V’
28.05.1990 Repair ‘END BRAKE COCK’.
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4121 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

23.07.1990 Repair ‘STEP’.
23.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4121 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE LEVER’.
15.10.1992 Repair ‘END BRAKE COCK’.
15.10.1992 Repair ‘TRAIN PIPE (END)’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4121 V’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘TRAIN PIPE (END)’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘VEHICLE STENCILS’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4121 V’
20.08.1993 Repair ‘VEHICLE RECLASSIFY’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4121 V’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
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16.09.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4123

Details: wagon ‘AOSX 4123 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 08.12.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 22.12.1994
Due Triple Valve: 01.11.1989
Last Triple Valve: 26.01.1993
Last Brake Cylinder: 10.06.1992
Last Single Car Test: 26.01.1993
Last Lift: 23.11.1987
Cont Max Slots: 3

31.12.1989 Repair ‘HANDRAILS END’.
31.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4123 Q’
09.02.1990 Repair ‘DOOR HINGES AND PINS’.
09.02.1990 Repair ‘DOOR LOCK MECHANISM’.
09.02.1990 Repair ‘STANCHION’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4123 Q’
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘VEHICLE COMPLETE’.
16.02.1990 Repair ‘VEHICLE STENCILS’.
16.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4123 Q’
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28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘DOOR HINGES AND PINS’.
10.07.1990 Repair ‘DOOR LOCK MECHANISM’.
10.07.1990 Repair ‘DOOR OPENING MECHANISM’.
10.07.1990 Repair ‘TRAIN PIPE (END)’.
10.07.1990 Repair ‘TRAIN PIPE’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4123 Q’
06.12.1990 Repair ‘STEP’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4123 Q’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘DOOR OPENING MECHANISM’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4123 Q’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘EMPTY LOAD VALVE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘HANDRAILS END’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4123 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4123 Q’
23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
23.03.1992 Issued at location ‘Victoria’ with a previous code of wagon ‘AOOX 4123 Q’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘END HOSE’.
04.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1992 Repair ‘VEHICLE STENCILS’.
04.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4123 Q’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BRAKE BLOCK RB95’.
22.01.1993 Repair ‘BRAKE LEVER’.
22.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.01.1993 Repair ‘END HOSE’.
22.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1993 Repair ‘TRAIN PIPE’.
22.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AOOX 4123 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

27.07.1993 Repair ‘VEHICLE RECLASSIFY’.
27.07.1993 Repair ‘VEHICLE STENCILS’.
27.07.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4123 Q’
20.09.1993 Repair ‘DOOR COMPLETE’.
20.09.1993 Repair ‘DOOR LOCK MECHANISM’.
20.09.1993 Repair ‘DOOR OPENING MECHANISM’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4126

Details: wagon ‘AOSX 4126 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 28.07.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 06.08.1995
Last Triple Valve: 15.03.1990
Last Brake Cylinder: 31.01.1992
Last Single Car Test: 15.03.1990
Last Lift: 28.09.1981
Cont Max Slots: 3

26.10.1989 Repair ‘DOOR OPENING MECHANISM’.
26.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4126 U’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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13.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 4126 U’

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.10.1991 Repair ‘STEP’.
14.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4126 U’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘DOOR HINGES AND PINS’.
31.01.1992 Repair ‘DOOR LOCK MECHANISM’.
31.01.1992 Repair ‘DOOR OPENING MECHANISM’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘END HOSE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
31.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4126 U’
04.03.1992 Repair ‘DOOR LOCK MECHANISM’.
04.03.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4126 U’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.02.1993 Repair ‘HANDRAILS END’.
28.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4126 U’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4126 U’
10.04.1993 Repair ‘HANDRAILS END’.
10.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4126 U’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘EMPTY LOAD VALVE’.
30.06.1993 Repair ‘VEHICLE RECLASSIFY’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘AOOX 4126 U’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘DOOR HINGES AND PINS’.
10.12.1993 Repair ‘END HOSE’.
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Repair ‘HANDRAILS END’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
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25.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4127

Details: wagon ‘AOSX 4127 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.12.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 25.02.1995
Last Triple Valve: 17.03.1993
Last Brake Cylinder: 15.01.1992
Last Single Car Test: 17.03.1993
Last Lift: 10.12.1979
Cont Max Slots: 3

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘DOOR HINGES AND PINS’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4127 G’
28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4127 G’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
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20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘HANDRAILS’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘STANCHION’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Repair ‘TRAIN PIPE (END)’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.03.1990 Repair ‘YOKE COMPLETE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4127 G’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Repair ‘DOOR HINGES AND PINS’.
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 4127 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BEARINGS’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘DOOR OPENING MECHANISM’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4127 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BEARINGS’.
10.01.1992 Repair ‘DOOR LOCK MECHANISM’.
10.01.1992 Repair ‘END HOSE’.
10.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1992 Repair ‘VEHICLE STENCILS’.
10.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4127 G’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.03.1993 Repair ‘END BRAKE COCK’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
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09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 4127 G’

24.07.1993 Repair ‘STEP’.
24.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4127 G’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4127 G’
26.08.1993 Repair ‘END HOSE’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4129

Details: wagon ‘AOSX 4129 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 24.03.1980
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 17.08.1995
Last Single Car Test: 20.07.1989
Last Lift: 12.10.1982
Cont Max Slots: 3

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Repair ‘TRAIN PIPE’.
19.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4129 B’
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28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.07.1990 Repair ‘STEP’.
01.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4129 B’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1990 Repair ‘DOOR OPENING MECHANISM’.
10.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4129 B’
17.01.1991 Repair ‘STEP’.
17.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4129 B’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4129 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4129 B’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4132

Details: wagon ‘AOSX 4132 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 16.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 08.03.1995
Due Triple Valve: 12.12.1989
Last Triple Valve: 01.08.1988
Last Brake Cylinder: 15.02.1991
Last Single Car Test: 27.04.1992
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘END BRAKE COCK’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4132 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.07.1991 Repair ‘STEP’.
22.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4132 P’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘DOOR LOCK MECHANISM’.
09.04.1992 Repair ‘VEHICLE STENCILS’.
09.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4132 P’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4132 P’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
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08.03.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4139

Details: wagon ‘AOSX 4139 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 31.03.1980
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 26.04.1994
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 15.06.1992
Last Single Car Test: 15.06.1992
Last Lift: 01.12.1980
Cont Max Slots: 3

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘END BRAKE COCK’.
27.07.1989 Repair ‘STANCHION’.
27.07.1989 Repair ‘TRAIN PIPE (END)’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4139 J’
18.08.1989 Repair ‘DOOR LOCK MECHANISM’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4139 J’
18.11.1989 Repair ‘END HOSE’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4139 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.07.1990 Repair ‘STEP’.
01.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4139 J’
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05.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4139 J’
12.07.1990 Repair ‘DOOR LOCK MECHANISM’.
12.07.1990 Repair ‘DOOR OPENING MECHANISM’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4139 J’
25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1990 Repair ‘BRAKE BLOCK RB95’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Repair ‘GRADE CONTROL VALVE’.
25.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4139 J’
03.10.1990 Repair ‘DOOR COMPLETE’.
03.10.1990 Repair ‘STANCHION’.
03.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4139 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘STEP’.
22.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4139 J’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘DISCHARGE DOOR’.
10.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1992 Repair ‘VEHICLE STENCILS’.
10.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4139 J’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4139 J’
07.09.1993 Repair ‘VEHICLE RECLASSIFY’.
07.09.1993 Repair ‘VEHICLE STENCILS’.
07.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4139 J’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Repair ‘WEAR PLATES & SADDLES’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4140

Details: wagon ‘AOSX 4140 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 15.12.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 23.11.1994
Last Single Car Test: 10.12.1991
Last Lift: 01.05.1981
Cont Max Slots: 3

12.02.1990 Repair ‘HANDRAILS END’.
12.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4140 F’
28.03.1990 Repair ‘DOOR OPENING MECHANISM’.
28.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1990 Repair ‘STEP’.
28.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 4140 F’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘DOOR OPENING MECHANISM’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4140 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BRAKE PULL ROD’.
14.05.1991 Repair ‘DOOR COMPLETE’.
14.05.1991 Repair ‘TRAIN PIPE (END)’.
14.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4140 F’
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06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRAKE PULL ROD’.
06.12.1991 Repair ‘TRAIN PIPE (END)’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4140 F’
26.02.1992 Repair ‘DOOR LOCK MECHANISM’.
26.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4140 F’
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4140 F’
22.04.1992 Repair ‘STEP’.
22.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4140 F’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4140 F’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘DOOR LOCK MECHANISM’.
27.07.1993 Repair ‘HANDBRAKE HANDLE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4142

Details: wagon ‘AOSX 4142 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.04.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 11.06.1995
Due Triple Valve: 01.12.1987
Last Single Car Test: 24.07.1991
Last Lift: 27.07.1981
Cont Max Slots: 3

15.09.1989 Repair ‘DOOR OPENING MECHANISM’.
15.09.1989 Repair ‘END BRAKE COCK’.
15.09.1989 Repair ‘STANCHION’.
15.09.1989 Repair ‘STEP’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4142 A’
09.01.1990 Repair ‘DOOR HINGES AND PINS’.
09.01.1990 Repair ‘END HOSE’.
09.01.1990 Repair ‘STANCHION’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4142 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

23.07.1990 Repair ‘DOOR COMPLETE’.
23.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4142 A’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘EMPTY LOAD VALVE’.
02.01.1991 Repair ‘GRADE CONTROL VALVE’.
02.01.1991 Repair ‘WHEEL SET’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4142 A’
09.01.1991 Repair ‘HANDRAILS END’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4142 A’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘AXLEBOX’.
19.03.1991 Repair ‘COUPLER COMPLETE’.
19.03.1991 Repair ‘END BRAKE COCK’.
19.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4142 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘VEHICLE STENCILS’.
28.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4142 A’
31.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4142 A’
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24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘END BRAKE COCK’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘TOP CENTRE PLATE’.
24.07.1991 Repair ‘TRAIN PIPE (END)’.
24.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4142 A’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘END HOSE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4142 A’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

04.08.1993 Repair ‘VEHICLE RECLASSIFY’.
04.08.1993 Repair ‘VEHICLE STENCILS’.
04.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4142 A’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4143

Details: wagon ‘AOSX 4143 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 07.08.1979
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC WB SZ
Return to Service Date: 27.07.1995
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 28.09.1989
Last Single Car Test: 28.10.1991
Last Lift: 15.11.1985
Cont Max Slots: 3

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘END BRAKE COCK’.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘STEP’.
28.09.1989 Repair ‘TRAIN PIPE’.
28.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4143 J’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘DOOR HINGES AND PINS’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘HANDRAILS END’.
02.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4143 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘DOOR LOCK MECHANISM’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘HANDRAILS END’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4143 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
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25.10.1991 Repair ‘DOOR COMPLETE’.
25.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1991 Repair ‘HANDRAILS END’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4143 J’
08.11.1992 Repair ‘STEP’.
08.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4143 J’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

28.11.1993 Repair ‘HANDRAILS END’.
28.11.1993 Repair ‘STEP’.
28.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4143 J’
29.11.1993 Repair ‘HANDRAILS’.
29.11.1993 Repair ‘HANDRAILS END’.
29.11.1993 Repair ‘STEP’.
29.11.1993 Repair ‘VEHICLE RECLASSIFY’.
29.11.1993 Repair ‘VEHICLE STENCILS’.
29.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4143 J’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4144

Details: wagon ‘AOSX 4144 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 20.10.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 05.11.1995
Last Triple Valve: 02.03.1994
Last Brake Cylinder: 20.08.1990
Last Single Car Test: 02.03.1994
Last Lift: 11.05.1982
Cont Max Slots: 3

10.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4144 S’
23.02.1990 Repair ‘DOOR LOCK MECHANISM’.
23.02.1990 Repair ‘END HOSE’.
23.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4144 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘WHEEL SET’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4144 S’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘BRAKE LEVER’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘DOOR LOCK MECHANISM’.
20.08.1990 Repair ‘DOOR OPENING MECHANISM’.
20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1990 Repair ‘VEHICLE STENCILS’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4144 S’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘END BRAKE COCK’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4144 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4144 S’
05.08.1992 Repair ‘HANDRAILS END’.
05.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4144 S’
21.11.1992 Repair ‘STEP’.
21.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4144 S’

3336



2.113. Wagon classification starting with ‘AOS’

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

09.08.1993 Repair ‘VEHICLE RECLASSIFY’.
09.08.1993 Repair ‘VEHICLE STENCILS’.
09.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4144 S’
02.09.1993 Repair ‘TRAIN PIPE (END)’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4145

Details: wagon ‘AOSX 4145 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 02.05.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 12.02.1995
Last Brake Cylinder: 30.08.1991
Last Single Car Test: 11.11.1992
Last Lift: 02.08.1979
Cont Max Slots: 3

30.08.1989 Repair ‘HANDRAILS END’.
30.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4145 E’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘DOOR OPENING MECHANISM’.
03.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4145 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘DOOR HINGES AND PINS’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4145 E’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4145 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘VEHICLE STENCILS’.
28.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4145 E’
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘VEHICLE STENCILS’.
11.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4145 E’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1992 Repair ‘BRAKE CONTROL PIPE’.
06.11.1992 Repair ‘BRAKE PULL ROD’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1992 Repair ‘WHEEL SET’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4145 E’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.03.1993 Repair ‘STEP’.
20.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4145 E’
07.07.1993 Repair ‘SIDE STEP’.
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07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AOOX 4145 E’

27.09.1993 Repair ‘VEHICLE RECLASSIFY’.
27.09.1993 Repair ‘VEHICLE STENCILS’.
27.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4145 E’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4148

Details: wagon ‘AOSX 4148 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.04.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 14.08.1995
Last Brake Cylinder: 20.03.1991
Last Single Car Test: 20.09.1993
Last Lift: 21.04.1981
Cont Max Slots: 3

24.01.1990 Repair ‘DOOR OPENING MECHANISM’.
24.01.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 4148 X’
04.05.1990 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘STANCHION’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4148 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

07.09.1990 Repair ‘END BRAKE COCK’.
07.09.1990 Repair ‘END HOSE’.
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07.09.1990 Repair ‘TRAIN PIPE’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4148 X’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4148 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘STEP’.
23.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4148 X’
08.06.1991 Repair ‘STEP’.
08.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4148 X’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DOOR LOCK MECHANISM’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘HANDRAILS END’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4148 X’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘AOOX 4148 X’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘BRAKE LEVER’.
14.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘STEP’.
14.10.1992 Repair ‘TRAIN PIPE (END)’.
14.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4148 X’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DOOR LOCK MECHANISM’.
21.01.1993 Repair ‘DOOR OPENING MECHANISM’.
21.01.1993 Repair ‘END HOSE’.
21.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1993 Repair ‘SIDE STEP’.
21.01.1993 Repair ‘STANCHION’.
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21.01.1993 Repair ‘TRAIN PIPE’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4148 X’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BRAKE BLOCK RB95’.
17.09.1993 Repair ‘BRAKE CONTROL PIPE’.
17.09.1993 Repair ‘BRAKE LEVER’.
17.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4148 X’
08.11.1993 Repair ‘VEHICLE RECLASSIFY’.
08.11.1993 Repair ‘VEHICLE STENCILS’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4148 X’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4149

Details: wagon ‘AOSX 4149 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 09.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 21.06.1994
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 16.06.1993
Last Lift: 15.01.1982
Cont Max Slots: 3
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13.08.1989 Repair ‘STEP’.
13.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4149 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘TRAIN PIPE (END)’.
22.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4149 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.05.1991 Repair ‘BRAKE BLOCK RB95’.
26.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4149 R’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DOOR COMPLETE’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4149 R’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1992 Repair ‘VEHICLE STENCILS’.
22.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4149 R’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

07.03.1993 Repair ‘HANDRAILS END’.
07.03.1993 Repair ‘STEP’.
07.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4149 R’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘DOOR LOCK MECHANISM’.
09.06.1993 Repair ‘END BRAKE COCK’.
09.06.1993 Repair ‘VEHICLE STENCILS’.
09.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4149 R’
28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4149 R’
29.07.1993 Repair ‘STEP’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘DOOR OPENING MECHANISM’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HANDBRAKE HANDLE’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
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AOSX 4150

Details: wagon ‘AOSX 4150 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 25.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 10.02.1995
Due Triple Valve: 01.10.1996
Last Brake Cylinder: 17.11.1989
Last Single Car Test: 10.12.1991
Last Lift: 28.04.1983
Cont Max Slots: 3

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘DOOR HINGES AND PINS’.
10.11.1989 Repair ‘END BRAKE COCK’.
10.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOLX 4150 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4150 E’
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOLX 4150 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘STANCHION’.
06.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4150 E’
14.10.1992 Repair ‘DOOR COMPLETE’.
14.10.1992 Repair ‘STANCHION’.
14.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOLX 4150 E’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

26.06.1993 Repair ‘VEHICLE RECLASSIFY’.
26.06.1993 Repair ‘VEHICLE STENCILS’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOLX 4150 E’
19.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4151

17.05.1996 Reclassified from wagon ‘AOSX 4151 L’ to ’ wagon ‘AOCX 4151 J’.

AOSX 4152

Details: wagon ‘AOSX 4152 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 01.07.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC SR SZ
Return to Service Date: 14.08.1995
Last Brake Cylinder: 30.06.1993
Last Lift: 29.04.1983
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE BEARERS’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1990 Repair ‘DOOR COMPLETE’.
18.07.1990 Repair ‘DOOR LOCK MECHANISM’.
18.07.1990 Repair ‘DOOR OPENING MECHANISM’.
18.07.1990 Repair ‘END HOSE’.
18.07.1990 Repair ‘STANCHION’.
18.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4152 X’
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘VEHICLE COMPLETE’.
20.07.1990 Repair ‘VEHICLE STENCILS’.
20.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4152 X’
19.12.1990 Repair ‘DOOR HINGES AND PINS’.
19.12.1990 Repair ‘DOOR LOCK MECHANISM’.
19.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4152 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘END COMPLETE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4152 X’
29.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4152 X’
20.02.1992 Repair ‘DOOR LOCK MECHANISM’.
20.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 4152 X’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.
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30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1993 Repair ‘HANDBRAKE HANDLE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘SIDE STEP’.
30.06.1993 Repair ‘VEHICLE RECLASSIFY’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4152 X’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘END BRAKE COCK’.
01.10.1993 Repair ‘END BRAKE COCK’.
01.10.1993 Repair ‘END HOSE’.
01.10.1993 Repair ‘END HOSE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘HAND RELEASE (AIR)’.
01.10.1993 Repair ‘STEP’.
01.10.1993 Repair ‘STEP’.
19.02.1994 Repair ‘DOOR COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4154

05.12.1995 Reclassified from wagon ‘AOSX 4154 P’ to ’ wagon ‘AZOY 4154 G’.

AOSX 4158

Details: wagon ‘AOSX 4158 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 02.08.1976
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 22.06.1995
Due Triple Valve: 16.06.1989
Last Brake Cylinder: 23.02.1993
Last Single Car Test: 16.06.1988
Last Lift: 01.05.1986
Cont Max Slots: 3

08.09.1989 Repair ‘HANDRAILS END’.
08.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4158 Q’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4158 Q’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘DOOR LOCK MECHANISM’.
19.02.1992 Repair ‘DOOR OPENING MECHANISM’.
19.02.1992 Repair ‘STANCHION’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4158 Q’
11.09.1992 Repair ‘STANCHION’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4158 Q’
22.12.1992 Repair ‘SIDE STEP’.
22.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4158 Q’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘END BRAKE COCK’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1993 Repair ‘UNDERFRAME COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4158 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

30.07.1993 Repair ‘SIDE STEP’.
30.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4158 Q’
09.08.1993 Repair ‘VEHICLE RECLASSIFY’.
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09.08.1993 Repair ‘VEHICLE STENCILS’.
09.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4158 Q’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘DOOR COMPLETE’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Repair ‘END HOSE’.
16.08.1993 Repair ‘TRAIN PIPE (END)’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
30.09.1993 Repair ‘HANDRAILS END’.
03.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4160

Details: wagon ‘AOSX 4160 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 16.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 14.03.1995
Last Triple Valve: 14.12.1989
Last Brake Cylinder: 22.04.1991
Last Single Car Test: 28.09.1993
Last Lift: 01.02.1981
Cont Max Slots: 3

07.07.1989 Repair ‘DOOR HINGES AND PINS’.
07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
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07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 4160 V’

14.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4160 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE LEVER’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘DOOR COMPLETE’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4160 V’
05.09.1990 Repair ‘STEP’.
05.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4160 V’
24.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4160 V’
09.12.1990 Repair ‘HANDRAILS END’.
09.12.1990 Repair ‘STEP’.
09.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4160 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4160 V’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘BRAKE LEVER’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1991 Repair ‘TRAIN PIPE (END)’.
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4160 V’
28.08.1991 Repair ‘BOGIE COMPLETE’.
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28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE STENCILS’.
28.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4160 V’
31.01.1992 Repair ‘STEP’.
31.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4160 V’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘END COMPLETE’.
23.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4160 V’
07.10.1993 Repair ‘DOOR HINGES AND PINS’.
07.10.1993 Repair ‘VEHICLE RECLASSIFY’.
07.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4160 V’
29.12.1993 Repair ‘STEP’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4161

Details: wagon ‘AOSX 4161 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 19.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC SR SZ
Return to Service Date: 03.02.1995
Last Triple Valve: 18.02.1992
Last Brake Cylinder: 10.05.1991
Last Single Car Test: 01.10.1992
Last Lift: 12.01.1987
Cont Max Slots: 3

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
02.10.1989 Repair ‘END HOSE’.
02.10.1989 Repair ‘GRADE CONTROL VALVE’.
02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Repair ‘STANCHION’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4161 H’
09.01.1990 Repair ‘DOOR HINGES AND PINS’.
09.01.1990 Repair ‘STANCHION’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4161 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4161 H’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘DOOR LOCK MECHANISM’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1991 Repair ‘STANCHION’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4161 H’
06.12.1991 Repair ‘DOOR COMPLETE’.
06.12.1991 Repair ‘DOOR HINGES AND PINS’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4161 H’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DOOR LOCK MECHANISM’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4161 H’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘Acacia Ridge’ with a previous code of wagon
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‘AOOX 4161 H’
06.04.1992 Repair ‘STEP’.
06.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4161 H’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘END BRAKE COCK’.
10.09.1992 Repair ‘END HOSE’.
10.09.1992 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4161 H’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4161 H’
18.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4161 H’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.07.1993 Repair ‘VEHICLE RECLASSIFY’.
12.07.1993 Repair ‘VEHICLE STENCILS’.
12.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4161 H’
06.09.1993 Repair ‘DOOR LOCK MECHANISM’.
21.10.1993 Repair ‘STANCHION’.
06.01.1994 Repair ‘HANDRAILS END’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4163

Details: wagon ‘AOSX 4163 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 20.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 13.03.1995
Last Brake Cylinder: 08.04.1992
Last Lift: 16.06.1982
Cont Max Slots: 3

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘DOOR COMPLETE’.
02.10.1989 Repair ‘TRAIN PIPE (END)’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4163 C’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.09.1990 Repair ‘HANDRAILS END’.
30.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4163 C’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4163 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.05.1991 Repair ‘STEP’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4163 C’
15.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4163 C’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘DOOR LOCK MECHANISM’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1992 Repair ‘STEP’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4163 C’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

06.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1993 Repair ‘VEHICLE RECLASSIFY’.
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06.07.1993 Repair ‘VEHICLE STENCILS’.
06.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4163 C’
27.11.1993 Repair ‘HANDRAILS END’.
27.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4165

Details: wagon ‘AOSX 4165 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 19.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 07.04.1995
Last Triple Valve: 29.03.1988
Last Brake Cylinder: 27.08.1991
Last Single Car Test: 29.03.1988
Last Lift: 02.06.1986
Cont Max Slots: 3

01.10.1989 Repair ‘HANDRAILS END’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4165 U’
20.04.1990 Repair ‘HANDRAILS’.
20.04.1990 Repair ‘STEP’.
20.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4165 U’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘CARD OR CLIP HOLDER’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘END BRAKE COCK’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.08.1991 Repair ‘WEAR PLATES & SADDLES’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4165 U’
05.09.1991 Repair ‘CARD OR CLIP HOLDER’.
05.09.1991 Repair ‘DOOR COMPLETE’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
05.09.1991 Repair ‘STANCHION’.
05.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4165 U’
06.09.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
06.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4165 U’
06.10.1991 Repair ‘STEP’.
06.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4165 U’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.07.1993 Repair ‘VEHICLE RECLASSIFY’.
12.07.1993 Repair ‘VEHICLE STENCILS’.
12.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4165 U’
10.08.1993 Repair ‘DOOR COMPLETE’.
19.12.1993 Repair ‘SIDE STEP’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘DOOR LOCK MECHANISM’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4169

Details: wagon ‘AOSX 4169 W’ in AN ‘Mainland Division’.

3355



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 23.08.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 10.03.1994
Last Triple Valve: 17.08.1990
Last Brake Cylinder: 11.03.1994
Last Single Car Test: 11.03.1994
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1990 Repair ‘DRAFT GEAR POCKET’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1990 Repair ‘STEP’.
24.07.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 4169 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.06.1991 Repair ‘HANDRAILS END’.
08.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4169 K’
03.09.1991 Repair ‘STANCHION’.
03.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4169 K’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
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11.12.1991 Repair ‘END BRAKE COCK’.
11.12.1991 Repair ‘TRAIN PIPE (END)’.
11.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4169 K’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR LOCK MECHANISM’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4169 K’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.12.1992 Repair ‘EMPTY LOAD VALVE’.
23.12.1992 Repair ‘GRADE CONTROL VALVE’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4169 K’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

06.04.1993 Repair ‘DOOR LOCK MECHANISM’.
06.04.1993 Repair ‘YOKE CARRIER’.
06.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4169 K’
21.10.1993 Repair ‘VEHICLE RECLASSIFY’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4169 K’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘COUPLER KNUCKLE’.
10.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1994 Repair ‘TRAIN PIPE (END)’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE STENCILS’.

AOSX 4170

Details: wagon ‘AOSX 4170 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 01.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 09.06.1995
Due Triple Valve: 01.06.1992
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 17.12.1991
Last Lift: 01.04.1981
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

06.06.1990 Repair ‘HANDRAILS END’.
06.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4170 G’
16.02.1991 Repair ‘STEP’.
16.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4170 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘HANDRAILS END’.
22.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4170 G’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BEARINGS’.
09.12.1991 Repair ‘END BRAKE COCK’.
09.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
09.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4170 G’
20.02.1992 Repair ‘DOOR LOCK MECHANISM’.
20.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 4170 G’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘EMPTY LOAD VALVE’.
16.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.07.1992 Repair ‘WEAR PLATES & SADDLES’.
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16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4170 G’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
24.10.1992 Repair ‘DOOR LOCK MECHANISM’.
24.10.1992 Repair ‘DOOR OPENING MECHANISM’.
24.10.1992 Repair ‘EMPTY LOAD VALVE’.
24.10.1992 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4170 G’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘DOOR LOCK MECHANISM’.
06.11.1992 Repair ‘EMPTY LOAD VALVE’.
06.11.1992 Repair ‘GRADE CONTROL VALVE’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4170 G’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘COUPLER KNUCKLE’.
22.03.1993 Repair ‘DOOR COMPLETE’.
22.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4170 G’
07.09.1993 Repair ‘VEHICLE RECLASSIFY’.
07.09.1993 Repair ‘VEHICLE STENCILS’.
07.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4170 G’
19.12.1993 Repair ‘END BRAKE COCK’.
19.12.1993 Repair ‘TRAIN PIPE (END)’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘DOOR FRAME’.
06.01.1994 Repair ‘DOOR LOCK MECHANISM’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4172

Details: wagon ‘AOSX 4172 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 02.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 31.05.1995
Due Triple Valve: 01.10.1996
Last Triple Valve: 11.03.1994
Last Brake Cylinder: 28.04.1990
Last Single Car Test: 11.03.1994
Last Lift: 16.10.1986
Cont Max Slots: 3

07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4172 B’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘END BRAKE COCK’.
28.04.1990 Repair ‘END HOSE’.
28.04.1990 Repair ‘GRADE CONTROL VALVE’.
28.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4172 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘HANDRAILS END’.
27.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4172 B’
28.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4172 B’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
11.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4172 B’
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25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.09.1993 Repair ‘STEP’.
12.09.1993 Repair ‘VEHICLE RECLASSIFY’.
12.09.1993 Repair ‘VEHICLE STENCILS’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4172 B’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.03.1994 Repair ‘GRADE CONTROL VALVE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4174

05.12.1995 Reclassified from wagon ‘AOSX 4174 X’ to ’ wagon ‘AZOY 4174 W’.

AOSX 4175

Details: wagon ‘AOSX 4175 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 16.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 20.12.1993
Due Triple Valve: 02.04.1997
Last Brake Cylinder: 11.04.1990
Last Single Car Test: 06.04.1992
Last Lift: 02.04.1987
Cont Max Slots: 3

11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘DOOR COMPLETE’.
11.04.1990 Repair ‘EMPTY LOAD VALVE’.
11.04.1990 Repair ‘GRADE CONTROL VALVE’.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4175 F’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.08.1990 Repair ‘STEP’.
10.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4175 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.06.1991 Repair ‘VEHICLE COMPLETE’.
29.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4175 F’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR LOCK MECHANISM’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4175 F’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘VEHICLE STENCILS’.
10.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4175 F’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘DOOR LOCK MECHANISM’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘STRIKING CASTING’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4175 F’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4175 F’

AOSX 4180

03.06.1996 Reclassified from wagon ‘AOSX 4180 D’ to ’ wagon ‘AOCX 4180 B’.
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AOSX 4181

Details: wagon ‘AOSX 4181 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 09.06.1994
Last Triple Valve: 11.04.1994
Last Brake Cylinder: 17.03.1988
Last Single Car Test: 23.03.1989
Last Lift: 16.01.1980
Cont Max Slots: 3

07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4181 A’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘HANDRAILS’.
09.03.1990 Repair ‘HANDRAILS END’.
09.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1990 Repair ‘TRAIN PIPE’.
09.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4181 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.07.1991 Repair ‘STANCHION’.
23.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4181 A’
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25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4181 A’
09.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.06.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4186

Details: wagon ‘AOSX 4186 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 11.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 25.07.1995
Last Single Car Test: 27.07.1990
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘COUPLER COMPLETE’.
27.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1990 Repair ‘DOOR OPENING MECHANISM’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘SIDE BEARER’.
27.07.1990 Repair ‘TOP CENTRE PLATE’.
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27.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4186 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.01.1993 Repair ‘STEP’.
22.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4186 W’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

03.05.1993 Repair ‘HANDRAILS END’.
03.05.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4186 W’
14.08.1993 Repair ‘VEHICLE RECLASSIFY’.
14.08.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4186 W’
21.08.1993 Repair ‘STEP’.
12.09.1993 Repair ‘STANCHION’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4187

Details: wagon ‘AOSX 4187 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 08.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 25.03.1994
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 24.03.1992
Last Lift: 25.01.1980
Cont Max Slots: 3

03.01.1990 Repair ‘DOOR OPENING MECHANISM’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4187 X’
13.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4187 X’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.01.1990 Repair ‘END BRAKE COCK’.
18.01.1990 Repair ‘END HOSE’.
18.01.1990 Repair ‘GRADE CONTROL VALVE’.
18.01.1990 Repair ‘TRAIN PIPE (END)’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4187 X’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1990 Repair ‘DOOR COMPLETE’.
14.05.1990 Repair ‘STANCHION’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
14.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4187 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

01.11.1990 Repair ‘END HOSE’.
01.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4187 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4187 X’
22.07.1991 Repair ‘STANCHION’.
22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4187 X’
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20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘DOOR LOCK MECHANISM’.
20.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1992 Repair ‘VEHICLE STENCILS’.
20.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4187 X’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
19.10.1992 Repair ‘WHEEL SET’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4187 X’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Repair ‘CARD OR CLIP HOLDER’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4187 X’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4187 X’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

21.10.1993 Repair ‘VEHICLE RECLASSIFY’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4187 X’
25.03.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4189

Details: wagon ‘AOSX 4189 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 11.11.1976
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 17.03.1994
Due Triple Valve: 17.02.1997
Last Single Car Test: 02.02.1993
Last Lift: 29.04.1980
Cont Max Slots: 3

17.01.1990 Repair ‘DOOR HINGES AND PINS’.
17.01.1990 Repair ‘DOOR OPENING MECHANISM’.
17.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4189 D’
19.01.1990 Repair ‘VEHICLE COMPLETE’.
19.01.1990 Repair ‘VEHICLE STENCILS’.
19.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4189 D’
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4189 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘DOOR LOCK MECHANISM’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4189 D’
22.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4189 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.08.1991 Repair ‘EMPTY LOAD VALVE’.
03.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4189 D’
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4189 D’
06.01.1992 Repair ‘DOOR HINGES AND PINS’.
06.01.1992 Repair ‘DOOR LOCK MECHANISM’.
06.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4189 D’
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29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘EMPTY LOAD VALVE’.
29.01.1993 Repair ‘GRADE CONTROL VALVE’.
29.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4189 D’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

29.08.1993 Repair ‘VEHICLE RECLASSIFY’.
29.08.1993 Repair ‘VEHICLE STENCILS’.
29.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4189 D’
10.10.1993 Repair ‘HANDRAILS END’.
10.10.1993 Repair ‘SIDE STEP’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.

AOSX 4190

Details: wagon ‘AOSX 4190 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 11.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SZ SR
Return to Service Date: 28.03.1994
Last Brake Cylinder: 03.08.1993
Last Single Car Test: 03.08.1993
Last Lift: 28.07.1987
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘BRAKE LEVER’.
31.08.1989 Repair ‘BRANCH PIPE’.
31.08.1989 Repair ‘TRAIN PIPE (END)’.
31.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4190 W’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1990 Repair ‘DOOR COMPLETE’.
25.01.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1990 Repair ‘GRADE CONTROL VALVE’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4190 W’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4190 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1991 Repair ‘VEHICLE STENCILS’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4190 W’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.02.1993 Repair ‘DOOR LOCK MECHANISM’.
03.02.1993 Repair ‘STRIKING CASTING’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4190 W’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1993 Repair ‘END BRAKE COCK’.
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12.03.1993 Repair ‘TRAIN PIPE (END)’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4190 W’
28.06.1993 Repair ‘VEHICLE RECLASSIFY’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4190 W’
12.07.1993 Repair ‘DOOR OPENING MECHANISM’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Repair ‘TRAIN PIPE (END)’.
02.08.1993 Repair ‘TRAIN PIPE’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘DOOR LOCK MECHANISM’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
28.03.1994 Repair ‘DOOR COMPLETE’.
28.03.1994 Repair ‘DOOR LOCK MECHANISM’.

AOSX 4193

Details: wagon ‘AOSX 4193 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 12.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 28.04.1995
Last Brake Cylinder: 04.06.1991
Last Single Car Test: 20.12.1988
Last Lift: 07.11.1986
Cont Max Slots: 3

02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4193 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.08.1990 Repair ‘END BRAKE COCK’.
08.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4193 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1991 Repair ‘STRIKING CASTING’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4193 D’
11.11.1992 Repair ‘DOOR LOCK MECHANISM’.
11.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4193 D’
25.02.1993 Repair ‘DOOR LOCK MECHANISM’.
25.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4193 D’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

16.06.1993 Repair ‘VEHICLE RECLASSIFY’.
16.06.1993 Repair ‘VEHICLE STENCILS’.
16.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4193 D’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘HANDRAILS END’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
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AOSX 4195

Details: wagon ‘AOSX 4195 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 23.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 23.07.1995
Last Triple Valve: 11.04.1989
Last Brake Cylinder: 11.04.1989
Last Single Car Test: 11.04.1989
Last Lift: 30.01.1980
Cont Max Slots: 3

24.12.1989 Repair ‘HANDRAILS END’.
24.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4195 V’
27.12.1989 Repair ‘BRAKE BLOCK RB95’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4195 V’
11.02.1990 Repair ‘HANDRAILS END’.
11.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4195 V’
12.04.1990 Repair ‘DOOR LOCK MECHANISM’.
12.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4195 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘DOOR LOCK MECHANISM’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4195 V’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4195 V’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4196

Details: wagon ‘AOSX 4196 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC SR SZ
Return to Service Date: 13.04.1995
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 02.08.1990
Last Lift: 30.06.1981
Cont Max Slots: 3

05.01.1990 Repair ‘STANCHION’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4196 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.07.1990 Repair ‘DOOR COMPLETE’.
31.07.1990 Repair ‘DOOR HINGES AND PINS’.
31.07.1990 Repair ‘DOOR HINGES AND PINS’.
31.07.1990 Repair ‘DOOR HINGES AND PINS’.
31.07.1990 Repair ‘DOOR HINGES AND PINS’.
31.07.1990 Repair ‘DOOR LOCK MECHANISM’.
31.07.1990 Repair ‘DOOR OPENING MECHANISM’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘HANDRAILS END’.
31.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1990 Repair ‘STANCHION’.
31.07.1990 Repair ‘TRAIN PIPE (END)’.
31.07.1990 Repair ‘TRAIN PIPE’.
31.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.07.1990 Repair ‘WEAR PLATES & SADDLES’.
31.07.1990 Repair ‘YOKE CARRIER’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4196 H’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘SIDE STEP’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4196 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

21.10.1993 Repair ‘VEHICLE RECLASSIFY’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4196 H’
26.11.1993 Repair ‘STEP’.
28.01.1994 Repair ‘STEP’.
25.02.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.

AOSX 4199

Details: wagon ‘AOSX 4199 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 24.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SZ WB
Return to Service Date: 01.06.1994
Last Brake Cylinder: 02.01.1992
Last Single Car Test: 24.08.1992
Last Lift: 08.12.1981
Cont Max Slots: 3

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘DOOR OPENING MECHANISM’.
20.03.1990 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘STANCHION’.
20.03.1990 Repair ‘TRAIN PIPE (END)’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4199 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.01.1991 Repair ‘STEP’.
12.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4199 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1992 Repair ‘BRAKE LEVER’.
02.01.1992 Repair ‘BRAKE PULL ROD’.
02.01.1992 Repair ‘DOOR OPENING MECHANISM’.
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02.01.1992 Repair ‘END BRAKE COCK’.
02.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4199 L’
01.05.1992 Repair ‘STANCHION’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4199 L’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE PULL ROD’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4199 L’
15.01.1993 Repair ‘STEP’.
15.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4199 L’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

25.11.1993 Repair ‘VEHICLE RECLASSIFY’.
25.11.1993 Repair ‘VEHICLE STENCILS’.
25.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4199 L’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRANCH PIPE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘END BRAKE COCK’.
17.12.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.

AOSY 405

08.11.1988 Reclassified from wagon ‘AOSY 405 X’ to ’ wagon ‘AOBF 405 T’.

AOSY 409

25.10.1988 Reclassified from wagon ‘AOSY 409 V’ to ’ wagon ‘AOBF 409 J’.

AOSY 413

05.12.1988 Reclassified from wagon ‘AOSY 413 V’ to ’ wagon ‘AOBF 413 J’.

AOSY 421

13.05.1988 Reclassified from wagon ‘AOSY 421 L’ to ’ wagon ‘AOAF 421 T’.

AOSY 424

08.07.1988 Reclassified from wagon ‘AOSY 424 P’ to ’ wagon ‘AOAF 424 A’.
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AOSY 430

21.09.1988 Reclassified from wagon ‘AOSY 430 K’ to ’ wagon ‘AOAF 430 S’.

AOSY 432

26.05.1988 Reclassified from wagon ‘AOSY 432 F’ to ’ wagon ‘AOAF 432 N’.

AOSY 441

26.09.1988 Reclassified from wagon ‘AOSY 441 E’ to ’ wagon ‘AOAF 441 M’.

AOSY 443

26.09.1988 Reclassified from wagon ‘AOSY 443 W’ to ’ wagon ‘AOAF 443 H’.

AOSY 452

08.11.1988 Reclassified from wagon ‘AOSY 452 V’ to ’ wagon ‘AOBF 452 J’.

AOSY 454

08.11.1988 Reclassified from wagon ‘AOSY 454 Q’ to ’ wagon ‘AOBF 454 E’.

AOSY 455

28.11.1988 Reclassified from wagon ‘AOSY 455 C’ to ’ wagon ‘AOBF 455 N’.

AOSY 467

25.10.1988 Reclassified from wagon ‘AOSY 467 F’ to ’ wagon ‘AOBF 467 Q’.

AOSY 469

26.10.1988 Reclassified from wagon ‘AOSY 469 A’ to ’ wagon ‘AOBF 469 L’.

AOSY 483

28.11.1988 Reclassified from wagon ‘AOSY 483 X’ to ’ wagon ‘AOBF 483 T’.

AOSY 484

08.11.1988 Reclassified from wagon ‘AOSY 484 R’ to ’ wagon ‘AOBF 484 F’.

AOSY 486

08.09.1988 Reclassified from wagon ‘AOSY 486 M’ to ’ wagon ‘AOAF 486 U’.

AOSY 497

26.09.1988 Reclassified from wagon ‘AOSY 497 G’ to ’ wagon ‘AOAF 497 Y’.
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AOSY 498

31.05.1988 Reclassified from wagon ‘AOSY 498 P’ to ’ wagon ‘AOAF 498 A’.

AOSY 503

26.09.1988 Reclassified from wagon ‘AOSY 503 U’ to ’ wagon ‘AOAF 503 F’.

AOSY 509

28.11.1988 Reclassified from wagon ‘AOSY 509 F’ to ’ wagon ‘AOBF 509 Q’.

AOSY 510

21.10.1987 Reclassified from wagon ‘AOSY 510 B’ to ’ wagon ‘AOAF 510 J’.

AOSY 512

25.10.1988 Reclassified from wagon ‘AOSY 512 T’ to ’ wagon ‘AOBF 512 H’.

AOSY 513

10.09.1988 Reclassified from wagon ‘AOSY 513 F’ to ’ wagon ‘AOAF 513 N’.

AOSY 519

26.09.1988 Reclassified from wagon ‘AOSY 519 N’ to ’ wagon ‘AOAF 519 V’.

AOSY 528

28.11.1988 Reclassified from wagon ‘AOSY 528 M’ to ’ wagon ‘AOBF 528 A’.

AOSY 536

26.09.1988 Reclassified from wagon ‘AOSY 536 C’ to ’ wagon ‘AOAF 536 K’.

AOSY 550

26.09.1988 Reclassified from wagon ‘AOSY 550 K’ to ’ wagon ‘AOAF 550 S’.

AOSY 553

08.11.1988 Reclassified from wagon ‘AOSY 553 Y’ to ’ wagon ‘AOBF 553 C’.

AOSY 560

05.05.1988 Reclassified from wagon ‘AOSY 560 S’ to ’ wagon ‘AOAF 560 D’.
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2.114 Wagon classification starting with ‘AOT’

AOTL 1

22.04.1994 Reclassified from wagon ‘AOTL 1 K’ to ’ wagon ‘AZGY 1 W’.

AOTL 2

18.03.1993 Reclassified from wagon ‘AOTL 2 T’ to ’ wagon ‘AZGY 2 X’.

AOTL 3

Details: wagon ‘AOTL 3 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 23.11.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 06.09.1996
Due Triple Valve: 01.08.1991
Last Brake Cylinder: 01.08.1990
Last Lift: 15.07.1987

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

27.07.1989 Repair ‘SIDE STEP’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
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01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘STANCHION’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘DOOR COMPLETE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

AOTL 4

07.01.1994 Reclassified from wagon ‘AOTL 4 Y’ to ’ wagon ‘AZGY 4 D’.

AOTL 6

06.09.1991 Reclassified from wagon ‘AOTL 6 J’ to ’ wagon ‘AZGY 6 V’.

AOTL 9

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘SIDE BEARER’.
31.08.1989 Repair ‘TRAIN PIPE (END)’.
31.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Repair ‘BRANCH PIPE’.
17.11.1989 Repair ‘DOOR COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘BRANCH PIPE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1989 Repair ‘HOSE FITTINGS’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Repair ‘WHEEL SET’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘TRAIN PIPE (END)’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOTL 11

16.03.1994 Reclassified from wagon ‘AOTL 11 S’ to ’ wagon ‘AZGY 11 H’.

AOTL 12

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

08.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Repair ‘HANDRAILS’.
14.06.1990 Repair ‘STEP’.
26.07.1990 Repair ‘STEP’.
30.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘STEP’.
24.11.1992 Repair ‘DOOR COMPLETE’.
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20.04.1993 Repair ‘HANDBRAKE HANDLE’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOTL 13

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

02.08.1989 Repair ‘HANDRAILS’.
02.08.1989 Repair ‘HANDRAILS END’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘END BRAKE COCK’.
02.08.1990 Repair ‘FLOOR SUPPORT’.
02.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1990 Repair ‘HANDBRAKE HANDLE’.
02.08.1990 Repair ‘HANDRAILS END’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Repair ‘STEP’.
02.08.1990 Repair ‘TRAIN PIPE’.
20.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.02.1994 Repair ‘VEHICLE SOLD’.

AOTL 15

16.11.1994 Reclassified from wagon ‘AOTL 15 X’ to ’ wagon ‘AZGY 15 U’.

AOTL 16

Details: wagon ‘AOTL 16 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 19.11.1954
Operating System: AN
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Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 23.06.1993
Due Triple Valve: 03.11.1997
Last Brake Cylinder: 29.10.1990
Last Lift: 03.11.1987

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

08.05.1990 Repair ‘SIDE STEP’.
08.05.1990 Repair ‘STEP’.
23.07.1990 Repair ‘HANDRAILS’.
27.08.1990 Repair ‘HANDRAILS END’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘HANDRAILS END’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘DOOR LOCK MECHANISM’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘CARD OR CLIP HOLDER’.
28.05.1991 Repair ‘HANDRAILS END’.
11.11.1992 Repair ‘DOOR COMPLETE’.
03.03.1993 Repair ‘STEP’.
11.03.1993 Repair ‘HANDRAILS END’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘DOOR LOCK MECHANISM’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.

AOTL 19

Details: wagon ‘AOTL 19 V’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 02.05.1955
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY;STORED 18.02.93 STI
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 10.08.1995
Due Triple Valve: 29.04.1992
Last Brake Cylinder: 29.04.1991
Last Single Car Test: 07.12.1988
Last Lift: 18.06.1984

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

26.07.1990 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘END BRAKE COCK’.
29.04.1991 Repair ‘END HOSE’.
29.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1991 Repair ‘TRAIN PIPE (END)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.

AOTL 21

07.03.1994 Reclassified from wagon ‘AOTL 21 D’ to ’ wagon ‘AZGY 21 P’.

AOTL 22

Details: wagon ‘AOTL 22 M’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 09.09.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SZ
Return to Service Date: 30.06.1994
Due Triple Valve: 30.11.1990
Last Brake Cylinder: 30.11.1989
Last Lift: 29.11.1986

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BRAKE PULL ROD’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1989 Repair ‘STANCHION’.
14.02.1990 Repair ‘DOOR COMPLETE’.
01.08.1990 Repair ‘STEP’.
05.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1990 Repair ‘STEP’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1991 Repair ‘STEP’.
11.04.1991 Repair ‘STEP’.
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10.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘CARD OR CLIP HOLDER’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘HANDBRAKE HANDLE’.
15.05.1991 Repair ‘STANCHION’.
15.05.1991 Repair ‘STEP’.
15.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1993 Repair ‘STANCHION’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
04.08.1993 Repair ‘DOOR LOCK MECHANISM’.
04.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.

AOTL 26

Details: wagon ‘AOTL 26 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 13.10.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 12.03.1996
Due Triple Valve: 05.06.1994
Last Brake Cylinder: 19.06.1989
Last Lift: 17.10.1986

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
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Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

08.09.1989 Repair ‘HANDBRAKE HANDLE’.
21.02.1991 Repair ‘HANDRAILS’.
21.02.1991 Repair ‘HANDRAILS END’.
09.05.1991 Repair ‘HANDRAILS END’.
09.05.1991 Repair ‘STEP’.
05.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.06.1993 Repair ‘DOOR COMPLETE’.
05.06.1993 Repair ‘GRADE CONTROL VALVE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

AOTL 27

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1989 Repair ‘BRAKE PULL ROD’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.02.1990 Repair ‘END FRAME MEMBER’.
11.05.1990 Repair ‘HANDRAILS’.
29.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1992 Repair ‘DOOR COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOTL 28

10.01.1994 Reclassified from wagon ‘AOTL 28 U’ to ’ wagon ‘AZGY 28 J’.

AOTL 34

Details: wagon ‘AOTL 34 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600

3388



2.114. Wagon classification starting with ‘AOT’

Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 16.05.1994
Due Triple Valve: 09.07.1993
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 06.11.1992
Last Lift: 23.02.1987

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

14.08.1989 Repair ‘BRANCH PIPE’.
14.08.1989 Repair ‘TRAIN PIPE’.
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BRANCH PIPE’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘END HOSE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘BRANCH PIPE’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
07.12.1989 Repair ‘STEP’.
04.07.1990 Repair ‘END COMPLETE’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Repair ‘WHEEL SET’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE BEARINGS’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
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23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
24.11.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1993 Repair ‘HANDRAILS’.
10.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.

AOTL 36

06.12.1993 Reclassified from wagon ‘AOTL 36 K’ to ’ wagon ‘AZGY 36 W’.

AOTL 37

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

25.10.1990 Repair ‘HANDRAILS END’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRANCH PIPE’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘DOOR COMPLETE’.
05.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOTL 38

Details: wagon ‘AOTL 38 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN

3390



2.114. Wagon classification starting with ‘AOT’

Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 28.03.1995
Due Triple Valve: 11.01.1992
Last Brake Cylinder: 11.01.1991
Last Single Car Test: 02.12.1993
Last Lift: 31.03.1987

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRANCH PIPE’.
09.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1991 Repair ‘END BRAKE COCK’.
09.01.1991 Repair ‘END HOSE’.
09.01.1991 Repair ‘HANDBRAKE HANDLE’.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1993 Repair ‘HANDRAILS END’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
24.12.1993 Repair ‘TRAIN PIPE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

AOTL 39

Details: wagon ‘AOTL 39 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SZ
Return to Service Date: 20.07.1994
Due Triple Valve: 21.12.1989
Last Brake Cylinder: 21.12.1988
Last Single Car Test: 04.03.1992
Last Lift: 13.03.1987

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

07.08.1991 Repair ‘STEP’.
06.09.1991 Repair ‘STANCHION’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1992 Repair ‘BRAKE BLOCK RB95’.
03.03.1992 Repair ‘BRAKE LEVER’.
03.03.1992 Repair ‘HANDBRAKE HANDLE’.
03.03.1992 Repair ‘HANDRAILS’.
03.03.1992 Repair ‘HANDRAILS END’.
03.03.1992 Repair ‘SIDE BEARER’.
03.03.1992 Repair ‘STANCHION’.
22.11.1992 Repair ‘HANDRAILS END’.
01.04.1993 Repair ‘SIDE STEP’.
13.12.1993 Repair ‘STEP’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.

AOTL 45

Details: wagon ‘AOTL 45 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SZ
Return to Service Date: 05.08.1993
Due Triple Valve: 07.08.1993
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 07.08.1992
Last Lift: 01.10.1982

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

14.09.1989 Repair ‘HANDBRAKE HANDLE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘DOOR LOCK MECHANISM’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1990 Repair ‘SIDE STEP’.
07.02.1990 Repair ‘STANCHION’.
06.06.1990 Repair ‘STEP’.
01.11.1990 Repair ‘STEP’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘END BRAKE COCK’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
27.05.1991 Repair ‘STEP’.
17.06.1992 Repair ‘STEP’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
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01.04.1993 Repair ‘SIDE STEP’.
27.05.1993 Repair ‘STANCHION’.
02.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1993 Repair ‘WEAR PLATES & SADDLES’.
05.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AOTL 46

Details: wagon ‘AOTL 46 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: TALC
Remarks: EX AOXY;STORED 18.02.93 STI
BSG Code: FXOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC SR SZ
Return to Service Date: 10.08.1995
Due Triple Valve: 06.02.1990
Last Single Car Test: 06.02.1990
Last Lift: 08.04.1981

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.09.1989 Repair ‘BRAKE PULL ROD’.
01.09.1989 Repair ‘TOP CENTRE PLATE’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘HOSE FITTINGS’.
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06.02.1990 Repair ‘SIDE BEARER’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.

2.115 Wagon classification starting with ‘AOV’

AOVX 537

09.07.1988 Reclassified from wagon ‘AOVX 537 Q’ to ’ wagon ‘AKBX 537 R’.

2.116 Wagon classification starting with ‘AOW’

AOWA 23

23.04.1987 Reclassified from wagon ‘AOWA 23 J’ to ’ wagon ‘QP 48 P’.

AOWA 29

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWA 37

17.05.1989 Reclassified from wagon ‘AOWA 37 H’ to ’ wagon ‘AOWF 37 E’.

AOWA 38

22.06.1989 Reclassified from wagon ‘AOWA 38 Q’ to ’ wagon ‘AOWF 38 N’.

AOWA 40

09.07.1987 Reclassified from wagon ‘AOWA 40 V’ to ’ wagon ‘AOWL 40 T’.

AOWA 43

03.08.1990 Reclassified from wagon ‘AOWA 43 C’ to ’ wagon ‘AOWF 43 W’.

AOWA 45

02.04.1987 Reclassified from wagon ‘AOWA 45 U’ to ’ wagon ‘AOWL 45 S’.

AOWA 54

17.05.1989 Reclassified from wagon ‘AOWA 54 T’ to ’ wagon ‘AOWF 54 Q’.

AOWA 56

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
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BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

12.04.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Repair ‘STEP’.
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘BOGIE COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWA 58

03.09.1989 Reclassified from wagon ‘AOWA 58 J’ to ’ wagon ‘AOWF 58 G’.

AOWA 59

04.09.1986 Reclassified from wagon ‘AOWA 59 S’ to ’ wagon ‘AOWY 59 W’.
11.06.1987 Reclassified from wagon ‘AOWA 59 S’ to ’ wagon ‘AOWL 59 Q’.

AOWA 70

25.06.1987 Reclassified from wagon ‘AOWA 70 W’ to ’ wagon ‘AOWL 70 U’.

AOWA 85

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.09.1993 Repair ‘VEHICLE SOLD’.

AOWA 94

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWA 100

03.06.1987 Reclassified from wagon ‘AOWA 100 T’ to ’ wagon ‘QP 51 G’.

AOWA 3143

19.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOWA 3144

Details: wagon ‘AOWA 3144 N’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 15.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $570
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-18
Date Built: 04.05.1914
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 05.04.86;SOLD TO ARHS 15.05.86
BSG Code: SBOZ

Capacity of 33.5 tonnes

Fleet Grp Code: AH
Return to Service Date: 09.08.1985
Last Lift: 13.09.1982

AOWA 3154

16.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOWA 3165

19.07.1991 Reclassified from wagon ‘AOWA 3165 P’ to ’ wagon ‘W 3165 D’.

AOWA 3173

16.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWA 4018

Details: wagon ‘AOWA 4018 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 16.2tonne
Current Gauge: Broad

3397



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $570
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-18
Date Built: 29.03.1916
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 05.04.86;SOLD TO ARHS 15.05.86
BSG Code: SBOZ

Capacity of 33.5 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 24.11.1975
Last Lift: 24.11.1975

AOWA 4031

16.06.1987 Reclassified from wagon ‘AOWA 4031 A’ to ’ wagon ‘AZPA 4031 B’.

AOWA 4048

18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 26

Details: wagon ‘AOWF 26 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 18.08.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 11.08.1994
Due Triple Valve: 01.04.1988
Last Lift: 22.01.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘SIDE BOARDS’.
26.02.1990 Repair ‘STEP’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.

AOWF 27

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 28

Details: wagon ‘AOWF 28 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 03.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS
BSG Code: FBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PZ PB
Return to Service Date: 31.03.1995
Due Triple Valve: 12.03.1991
Last Brake Cylinder: 12.07.1988
Last Lift: 14.04.1986
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14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘DOOR LOCK MECHANISM’.
12.03.1990 Repair ‘SIDE BOARDS’.
12.03.1990 Repair ‘STANCHION’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 30

Details: wagon ‘AOWF 30 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 11.07.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 08.07.1993
Due Triple Valve: 27.09.1990
Last Brake Cylinder: 27.09.1989
Last Lift: 04.08.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.09.1989 Repair ‘FLOOR BOARDS’.
27.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
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27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOWY 30 R’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1992 Repair ‘WHEEL SET’.
27.05.1993 Repair ‘STEP’.
08.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AOWF 31

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘FLOOR SHEETING’.
02.01.1990 Repair ‘HANDRAILS END’.
02.01.1990 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.

AOWF 33

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 34

Details: wagon ‘AOWF 34 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 30.06.1944
Operating System: AN
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Intended Use: GENERAL
Remarks: EX OWS;CCE USE
BSG Code: DSOZ

Capacity of 44 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 31.03.1995
Due Triple Valve: 17.05.1989
Last Brake Cylinder: 17.05.1988
Last Single Car Test: 16.12.1988
Last Lift: 19.01.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘FLOOR BOARDS’.
14.06.1990 Repair ‘HANDRAILS’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 35

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

08.08.1990 Repair ‘SIDE SHEET’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.

AOWF 36

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

01.07.1993 Repair ‘HANDRAILS END’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.

AOWF 37

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.
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14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1991 Repair ‘HANDRAILS END’.
05.08.1991 Repair ‘STEP’.
05.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 38

Details: wagon ‘AOWF 38 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 06.07.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWA;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 08.02.1995
Due Triple Valve: 03.06.1989
Last Brake Cylinder: 03.06.1988
Last Single Car Test: 01.12.1988
Last Lift: 21.08.1986

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.

3403



2. TIMS GROUP INFORMATION - WAGONS

BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

08.02.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 39

Details: wagon ‘AOWF 39 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 22.05.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 11.08.1994
Last Lift: 04.03.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

11.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Repair ‘DOOR COMPLETE’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘END FRAME MEMBER’.
24.08.1990 Repair ‘SIDE BOARDS’.
24.08.1990 Repair ‘STEP’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.

AOWF 42

Details: wagon ‘AOWF 42 N’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 12.08.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 31.03.1995
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 26.07.1989
Last Lift: 06.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘STEP’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 43

Details: wagon ‘AOWF 43 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-7
Date Built: 22.12.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWA
BSG Code: FBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WN
Return to Service Date: 31.03.1995
Due Triple Valve: 01.08.1987
Last Lift: 14.08.1986

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

03.08.1990 Repair ‘VEHICLE RECLASSIFY’.
03.08.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOWA 43 C’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘END FRAME MEMBER’.
16.08.1990 Repair ‘SIDE BEARER’.
16.08.1990 Repair ‘SIDE BOARDS’.
16.08.1990 Repair ‘STEP’.
16.08.1990 Repair ‘TRAIN PIPE (END)’.
16.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 44

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1989 Repair ‘STEP’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘FLOOR COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
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25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 46

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

10.07.1989 Repair ‘STEP’.
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘DISCHARGE DOOR’.
07.09.1989 Repair ‘DOOR OPENING MECHANISM’.
30.11.1989 Repair ‘BODY COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 47

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 48

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 52

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOWY 52 F’
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 53

Details: wagon ‘AOWF 53 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 23.05.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY
BSG Code: FBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PZ PB
Return to Service Date: 31.03.1995
Due Triple Valve: 20.03.1988
Last Lift: 04.03.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

08.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 54

Details: wagon ‘AOWF 54 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 23.05.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWA
BSG Code: FBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC PB PZ
Return to Service Date: 08.02.1995
Due Triple Valve: 16.04.1991
Last Brake Cylinder: 09.06.1989
Last Lift: 27.08.1986
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17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘BRANCH PIPE’.
16.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Repair ‘VEHICLE STENCILS’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 55

Details: wagon ‘AOWF 55 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 03.11.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 16.06.1989
Due Triple Valve: 25.05.1990
Last Single Car Test: 01.12.1988
Last Lift: 12.08.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

AOWF 58

Details: wagon ‘AOWF 58 G’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 28.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWA;CCE USE
BSG Code: DBOZ

Capacity of 33.5 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.01.1995
Due Triple Valve: 01.12.1989
Last Brake Cylinder: 01.12.1988
Last Single Car Test: 01.12.1988
Last Lift: 29.08.1986

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

03.09.1989 Repair ‘VEHICLE RECLASSIFY’.
03.09.1989 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AOWA 58 J’
28.08.1991 Repair ‘END HOSE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 60

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.

AOWF 61

Details: wagon ‘AOWF 61 U’ in AN ‘Mainland Division’.

Owner: AN

3410



2.116. Wagon classification starting with ‘AOW’

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 28.11.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY
BSG Code: FBOZ

Capacity of 44 tonnes

Fleet Grp Code: AC PB PZ
Return to Service Date: 13.06.1990
Due Triple Valve: 07.08.1988
Last Lift: 07.08.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOWY 61 E’

AOWF 62

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 63

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1989 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘FLOOR COMPLETE’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘FLOOR BOARDS’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1990 Repair ‘COUPLER KNUCKLE’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘STANCHION’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.

AOWF 64

Details: wagon ‘AOWF 64 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 29.04.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 31.03.1995
Due Triple Valve: 19.10.1989
Last Brake Cylinder: 19.10.1988
Last Lift: 01.03.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BRAKE PULL ROD’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWF 65

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.
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AOWF 66

Details: wagon ‘AOWF 66 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 29.04.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 15.06.1989
Due Triple Valve: 23.12.1988
Last Lift: 17.03.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

AOWF 67

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 69

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘BRANCH PIPE’.
22.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.03.1990 Repair ‘TOP CENTRE PLATE’.
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08.08.1990 Repair ‘SIDE SHEET’.
30.08.1991 Repair ‘STEP’.
30.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1994 Repair ‘VEHICLE SOLD’.

AOWF 71

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWF 101

Details: wagon ‘AOWF 101 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS
BSG Code: FBOZ

Capacity of 44 tonnes

Fleet Grp Code: AC PB
Return to Service Date: 27.04.1989
Due Triple Valve: 01.07.1988
Last Single Car Test: 11.01.1988
Last Lift: 09.06.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOWY TO AOWF - REFER RS4231
(RS3038)’. New class: ‘AOWF’.

AOWF 103

Details: wagon ‘AOWF 103 U’ in AN ‘Mainland Division’.

Owner: AN

3414



2.116. Wagon classification starting with ‘AOW’

Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 29.12.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DBOZ

Capacity of 44 tonnes

Fleet Grp Code: PZ AH PB
Return to Service Date: 31.03.1995
Due Triple Valve: 19.06.1990
Last Brake Cylinder: 26.05.1988
Last Single Car Test: 29.11.1988
Last Lift: 12.07.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1990 Repair ‘STEP’.
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘STANCHION’.
04.07.1991 Repair ‘END COMPLETE’.
04.07.1991 Repair ‘SIDE STEP’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWL 5

30.04.1987 Reclassified from wagon ‘AOWL 5 J’ to ’ wagon ‘QP 50 U’.

AOWL 8

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 10

09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1993 Repair ‘DOOR LOCK MECHANISM’.
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17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
21.01.1994 Repair ‘HANDRAILS’.
21.01.1994 Repair ‘HANDRAILS END’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 13

26.09.1989 Repair ‘STEP’.
13.12.1989 Repair ‘HANDRAILS’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Repair ‘END HOSE’.
01.10.1990 Repair ‘STEP’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘DOOR LOCK MECHANISM’.
01.11.1990 Repair ‘STANCHION’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Repair ‘HANDBRAKE HANDLE’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE COMPLETE’.
13.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘END HOSE’.
13.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘HANDRAILS’.
26.11.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 15

17.11.1989 Repair ‘DOOR COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOWL 16

23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘SIDE BOARDS’.
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.05.1991 Repair ‘TOP CENTRE PLATE’.
17.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1991 Repair ‘VEHICLE STENCILS’.
14.01.1993 Repair ‘HANDRAILS END’.
22.04.1996 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOWL 17

15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 18

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1995 Repair ‘VEHICLE SOLD’.

AOWL 40

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

16.11.1989 Repair ‘STEP’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘DOOR COVERING’.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘TOP CENTRE PLATE’.
28.06.1990 Repair ‘DOOR COMPLETE’.
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09.07.1991 Repair ‘STANCHION’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1991 Repair ‘TRAIN PIPE (END)’.
29.02.1992 Repair ‘STEP’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 41

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘STEP’.
31.05.1993 Repair ‘DOOR COMPLETE’.
31.05.1993 Repair ‘FLOOR SHEETING’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 45

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

20.11.1989 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘SIDE BOARDS’.
24.05.1991 Repair ‘HANDRAILS’.
06.07.1991 Repair ‘STEP’.
02.08.1991 Repair ‘HANDRAILS’.
23.08.1991 Repair ‘SIDE BOARDS’.
04.09.1991 Repair ‘STEP’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 49

Details: wagon ‘AOWL 49 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB G-7
Date Built: 29.04.1944
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DXOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 30.03.1995
Due Triple Valve: 27.01.1995
Last Brake Cylinder: 27.01.1994
Last Single Car Test: 12.03.1990
Last Lift: 16.06.1987

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
07.08.1990 Repair ‘FLOOR BOARDS’.
19.11.1990 Repair ‘HANDRAILS’.
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘DOOR LOCK MECHANISM’.
18.05.1991 Repair ‘HANDRAILS END’.
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22.04.1993 Repair ‘STEP’.
27.05.1993 Repair ‘STEP’.
13.12.1993 Repair ‘FLOOR SUPPORT’.
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.

AOWL 50

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
31.05.1993 Repair ‘FLOOR BOARDS’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 57

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Repair ‘CENTRE SILL’.
06.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.10.1989 Repair ‘END COMPLETE’.
06.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BODY COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1989 Repair ‘BRAKE PULL ROD’.
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30.11.1989 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘END BRAKE COCK’.
22.03.1990 Repair ‘TOP CENTRE PLATE’.
27.05.1993 Repair ‘STEP’.
04.11.1993 Repair ‘CENTRE SILL’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BRAKE PULL ROD’.
05.05.1994 Repair ‘STANCHION’.
05.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 59

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.10.1989 Repair ‘STEP’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘CARD OR CLIP HOLDER’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
20.11.1989 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Repair ‘HANDRAILS’.
23.08.1991 Repair ‘SIDE BOARDS’.
23.08.1991 Repair ‘STEP’.
04.09.1991 Repair ‘STEP’.
05.03.1993 Repair ‘DOOR LOCK MECHANISM’.
05.03.1993 Repair ‘STEP’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE BLOCK RB95’.
17.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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17.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 68

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘CENTRE SILL’.
06.10.1989 Repair ‘CENTRE SILL’.
06.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘HANDRAILS’.
03.01.1990 Repair ‘STEP’.
04.07.1991 Repair ‘STEP’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR FRAME’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE CUT FOR SCRAP’.
22.04.1996 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOWL 70

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 72

13.11.1986 Alteration complete ‘RECLASSIFY 10‘AOWY’ CLASS OPEN WAGONS TO
‘AOWL’ CLASS AND FIT EXCHANGE BOGIES. WAGONS WITH CONVERTED
CBR BOGIES ARE TO HAVE THEIR BOGIES RECLASSIFIED TO ‘ABXC‘& FITTED
WITH CAST IRON BRAKE BLOCKS. MULTIHOLE PULL RODS ARE TO BE
FITTED & CUT OUTS IN UNDERFRAME MEMBERS TO CLEAR 1435 MM
GAUGE BOGIES ARE TO BE PROVIDED. 10 ‘AOWY’ TO BE SELECTED FROM
NOS. 26 TO 72. (RS4165)’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘ISOLATING COCK’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘DOOR COMPLETE’.
19.01.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 76

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.09.1993 Repair ‘VEHICLE SOLD’.

AOWL 77

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

AOWL 81

23.04.1987 Reclassified from wagon ‘AOWL 81 Y’ to ’ wagon ‘QP 49 B’.

AOWL 87

10.03.1990 Repair ‘STEP’.
06.05.1990 Repair ‘HANDRAILS END’.
06.05.1990 Repair ‘STEP’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘DOOR COMPLETE’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘DOOR OPENING MECHANISM’.
16.03.1993 Repair ‘STEP’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOWL 88

23.10.1993 Repair ‘VEHICLE SOLD’.

AOWL 89

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1989 Repair ‘BRAKE PULL ROD’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘DOOR COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
31.05.1993 Repair ‘DOOR COMPLETE’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWL 95

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘TOP CENTRE PLATE’.
28.06.1990 Repair ‘DOOR LOCK MECHANISM’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘DOOR COMPLETE’.
13.11.1990 Repair ‘FLOOR BOARDS’.
13.11.1990 Repair ‘STANCHION’.
09.07.1991 Repair ‘STANCHION’.
11.07.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOWL 96

Details: wagon ‘AOWL 96 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB G-7
Date Built: 01.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE USE
BSG Code: DXOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 02.07.1993
Due Triple Valve: 03.01.1991
Last Brake Cylinder: 03.01.1990
Last Lift: 24.06.1986

01.08.1989 Repair ‘END COMPLETE’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘END COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘FLOOR COMPLETE’.
03.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1990 Repair ‘SIDE BOARDS’.
03.01.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘DOOR COMPLETE’.
10.05.1990 Repair ‘DOOR LOCK MECHANISM’.
10.05.1990 Repair ‘STANCHION’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1991 Repair ‘STEP’.
24.06.1993 Repair ‘BOGIE COMPLETE’.
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24.06.1993 Repair ‘DOOR LOCK MECHANISM’.
02.07.1993 Repair ‘STEP’.

AOWL 98

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

AOWL 99

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.10.1989 Repair ‘BRANCH PIPE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘DOOR FRAME’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
20.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BODY COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Repair ‘END COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘WHEEL SET’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘END BRAKE COCK’.
22.03.1990 Repair ‘TOP CENTRE PLATE’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BRANCH PIPE’.
23.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1991 Repair ‘END HOSE’.
23.08.1991 Repair ‘SIDE BOARDS’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
31.05.1993 Repair ‘FLOOR BOARDS’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOWY 1

22.04.1991 Reclassified from wagon ‘AOWY 1 C’ to ’ wagon ‘QP 51 G’.

AOWY 2

22.04.1991 Reclassified from wagon ‘AOWY 2 L’ to ’ wagon ‘QP 54 K’.

AOWY 4

11.06.1987 Reclassified from wagon ‘AOWY 4 G’ to ’ wagon ‘QP 52 P’.

AOWY 6

22.05.1991 Reclassified from wagon ‘AOWY 6 B’ to ’ wagon ‘QP 55 T’.

AOWY 7

12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOWY 9

18.04.1991 Reclassified from wagon ‘AOWY 9 F’ to ’ wagon ‘QP 50 U’.

AOWY 11

15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWY 12

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.07.1995 Repair ‘VEHICLE SOLD’.

AOWY 14

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AOWY 19

10.12.1996 Reclassified from wagon ‘AOWY 19 N’ to ’ wagon ‘QP 57 Y’.

AOWY 21

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AOWY 22

16.12.1996 Reclassified from wagon ‘AOWY 22 E’ to ’ wagon ‘QP 62 A’.

AOWY 24

11.12.1996 Reclassified from wagon ‘AOWY 24 W’ to ’ wagon ‘QP 59 J’.

AOWY 25

13.12.1996 Reclassified from wagon ‘AOWY 25 X’ to ’ wagon ‘QP 61 Y’.

AOWY 26

05.04.1989 Reclassified from wagon ‘AOWY 26 R’ to ’ wagon ‘AOWF 26 K’.

AOWY 27

05.04.1989 Reclassified from wagon ‘AOWY 27 D’ to ’ wagon ‘AOWF 27 T’.

AOWY 28

12.07.1988 Reclassified from wagon ‘AOWY 28 M’ to ’ wagon ‘AOWF 28 F’.

AOWY 29

04.09.1986 Reclassified from wagon ‘AOWY 29 V’ to ’ wagon ‘AOWA 29 R’.

AOWY 30

27.09.1989 Reclassified from wagon ‘AOWY 30 R’ to ’ wagon ‘AOWF 30 K’.

AOWY 31

30.11.1988 Reclassified from wagon ‘AOWY 31 D’ to ’ wagon ‘AOWF 31 T’.

AOWY 33

05.04.1989 Reclassified from wagon ‘AOWY 33 V’ to ’ wagon ‘AOWF 33 Y’.

AOWY 34

17.05.1988 Reclassified from wagon ‘AOWY 34 H’ to ’ wagon ‘AOWF 34 A’.

AOWY 35

27.09.1988 Reclassified from wagon ‘AOWY 35 Q’ to ’ wagon ‘AOWF 35 J’.

AOWY 36

18.07.1988 Reclassified from wagon ‘AOWY 36 C’ to ’ wagon ‘AOWF 36 S’.
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AOWY 39

25.07.1988 Reclassified from wagon ‘AOWY 39 G’ to ’ wagon ‘AOWF 39 W’.

AOWY 40

10.12.1986 Reclassified from wagon ‘AOWY 40 C’ to ’ wagon ‘AOWL 40 T’.

AOWY 41

09.07.1987 Reclassified from wagon ‘AOWY 41 L’ to ’ wagon ‘AOWL 41 F’.

AOWY 42

03.03.1987 Reclassified from wagon ‘AOWY 42 U’ to ’ wagon ‘AOWF 42 N’.

AOWY 44

05.04.1989 Reclassified from wagon ‘AOWY 44 P’ to ’ wagon ‘AOWF 44 X’.

AOWY 46

27.09.1988 Reclassified from wagon ‘AOWY 46 K’ to ’ wagon ‘AOWF 46 D’.

AOWY 47

05.04.1989 Reclassified from wagon ‘AOWY 47 T’ to ’ wagon ‘AOWF 47 M’.

AOWY 48

05.04.1989 Reclassified from wagon ‘AOWY 48 F’ to ’ wagon ‘AOWF 48 V’.

AOWY 49

16.06.1987 Reclassified from wagon ‘AOWY 49 Y’ to ’ wagon ‘AOWL 49 X’.

AOWY 50

25.06.1987 Reclassified from wagon ‘AOWY 50 K’ to ’ wagon ‘AOWL 50 E’.

AOWY 52

12.07.1989 Reclassified from wagon ‘AOWY 52 F’ to ’ wagon ‘AOWF 52 V’.

AOWY 53

05.04.1989 Reclassified from wagon ‘AOWY 53 Y’ to ’ wagon ‘AOWF 53 H’.

AOWY 55

18.07.1988 Reclassified from wagon ‘AOWY 55 J’ to ’ wagon ‘AOWF 55 C’.
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AOWY 56

14.08.1986 Reclassified from wagon ‘AOWY 56 S’ to ’ wagon ‘AOWA 56 Y’.

AOWY 57

11.05.1987 Reclassified from wagon ‘AOWY 57 E’ to ’ wagon ‘AOWL 57 V’.

AOWY 60

20.12.1988 Reclassified from wagon ‘AOWY 60 S’ to ’ wagon ‘AOWF 60 L’.

AOWY 61

13.06.1990 Reclassified from wagon ‘AOWY 61 E’ to ’ wagon ‘AOWF 61 U’.

AOWY 62

05.04.1989 Reclassified from wagon ‘AOWY 62 N’ to ’ wagon ‘AOWF 62 G’.

AOWY 63

16.08.1988 Reclassified from wagon ‘AOWY 63 W’ to ’ wagon ‘AOWF 63 P’.

AOWY 64

19.10.1988 Reclassified from wagon ‘AOWY 64 X’ to ’ wagon ‘AOWF 64 B’.

AOWY 65

01.08.1988 Reclassified from wagon ‘AOWY 65 R’ to ’ wagon ‘AOWF 65 K’.

AOWY 66

15.06.1989 Reclassified from wagon ‘AOWY 66 D’ to ’ wagon ‘AOWF 66 T’.

AOWY 67

05.04.1989 Reclassified from wagon ‘AOWY 67 M’ to ’ wagon ‘AOWF 67 F’.

AOWY 68

20.03.1987 Reclassified from wagon ‘AOWY 68 V’ to ’ wagon ‘AOWL 68 P’.

AOWY 69

05.03.1987 Reclassified from wagon ‘AOWY 69 H’ to ’ wagon ‘AOWF 69 A’.

AOWY 70

10.12.1986 Reclassified from wagon ‘AOWY 70 D’ to ’ wagon ‘AOWL 70 U’.
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AOWY 71

15.05.1989 Reclassified from wagon ‘AOWY 71 M’ to ’ wagon ‘AOWF 71 F’.

AOWY 78

09.06.1987 Reclassified from wagon ‘AOWY 78 G’ to ’ wagon ‘QP 53 B’.

AOWY 79

12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AOWY 80

23.10.1993 Repair ‘VEHICLE SOLD’.

AOWY 83

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.11.1993 Repair ‘VEHICLE SOLD’.

AOWY 84

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

AOWY 86

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

AOWY 90

11.12.1996 Reclassified from wagon ‘AOWY 90 T’ to ’ wagon ‘QP 60 F’.

AOWY 92

11.12.1996 Reclassified from wagon ‘AOWY 92 Y’ to ’ wagon ‘QP 58 A’.

AOWY 93

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.07.1995 Repair ‘VEHICLE SOLD’.

AOWY 94

04.12.1986 Reclassified from wagon ‘AOWY 94 J’ to ’ wagon ‘AOWA 94 F’.
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AOWY 97

17.12.1996 Reclassified from wagon ‘AOWY 97 N’ to ’ wagon ‘QP 63 J’.

AOWY 100

14.08.1986 Reclassified from wagon ‘AOWY 100 A’ to ’ wagon ‘QP 51 G’.

AOWY 101

01.08.1988 Reclassified from wagon ‘AOWY 101 J’ to ’ wagon ‘AOWF 101 C’.

AOWY 103

27.11.1987 Reclassified from wagon ‘AOWY 103 E’ to ’ wagon ‘AOWF 103 U’.

AOWY 3149

Details: wagon ‘AOWY 3149 Q’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-7
Date Built: 05.05.1914
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 13.12.86;SOLD TO ARHS 12.08.87
BSG Code: SBOZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 04.03.1970
Last Lift: 13.10.1965

2.117 Wagon classification starting with ‘AOX’

AOXA 15

19.05.1987 Alteration complete ‘WELD ALL DOORS TO DOORWAYS OF TEN (10)
‘AOXA’ OPEN WAGONS FITTED WITH 50 TONNE CAPACITY BOGIES AND
STENCIL ‘SCRAP TRAFFIC ELIZABETH TO PT. ADELAIDE ONLY’ ON BOTH
SIDES. ALTERATION FORM CANCELLED 12.12.88 (RS4199)’.
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AOXA 19

30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXA 44

19.05.1987 Alteration complete ‘WELD ALL DOORS TO DOORWAYS OF TEN (10)
‘AOXA’ OPEN WAGONS FITTED WITH 50 TONNE CAPACITY BOGIES AND
STENCIL ‘SCRAP TRAFFIC ELIZABETH TO PT. ADELAIDE ONLY’ ON BOTH
SIDES. ALTERATION FORM CANCELLED 12.12.88 (RS4199)’.

AOXA 68

19.05.1987 Alteration complete ‘WELD ALL DOORS TO DOORWAYS OF TEN (10)
‘AOXA’ OPEN WAGONS FITTED WITH 50 TONNE CAPACITY BOGIES AND
STENCIL ‘SCRAP TRAFFIC ELIZABETH TO PT. ADELAIDE ONLY’ ON BOTH
SIDES. ALTERATION FORM CANCELLED 12.12.88 (RS4199)’.

AOXA 86

19.05.1987 Alteration complete ‘WELD ALL DOORS TO DOORWAYS OF TEN (10)
‘AOXA’ OPEN WAGONS FITTED WITH 50 TONNE CAPACITY BOGIES AND
STENCIL ‘SCRAP TRAFFIC ELIZABETH TO PT. ADELAIDE ONLY’ ON BOTH
SIDES. ALTERATION FORM CANCELLED 12.12.88 (RS4199)’.

AOXF 5

Details: wagon ‘AOXF 5 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 04.02.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZGY
BSG Code: FBOZ

Capacity of 44.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 17.01.1995
Due Triple Valve: 17.02.1994
Last Brake Cylinder: 17.02.1993
Last Lift: 01.08.1983

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

20.07.1989 Repair ‘VEHICLE RECLASSIFY’.
20.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AZGY 5 M’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
06.11.1989 Repair ‘BRAKE LEVER’.
06.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1989 Repair ‘DOOR COMPLETE’.
06.11.1989 Repair ‘DOOR LOCK MECHANISM’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
19.11.1989 Repair ‘HANDRAILS’.
19.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AZGY 5 M’
19.03.1990 Repair ‘HANDRAILS’.
19.03.1990 Repair ‘STEP’.
19.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AZGY 5 M’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘STANCHION’.
23.01.1991 Repair ‘STEP’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AZGY 5 M’
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘STANCHION’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BODY COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
17.04.1992 Repair ‘STEP’.
17.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZGY 5 M’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘DOOR COMPLETE’.
07.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1993 Repair ‘BRAKE BLOCK RB95’.
17.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1993 Repair ‘TRAIN PIPE (END)’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZGY 5 M’
12.08.1994 Alteration ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO ACCEPT

TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY TO
‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’. New
class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
29.09.1994 Repair ‘VEHICLE RETARE’.
29.09.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZGY 5 M’
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AZGY 5 M’

AOXF 8

30.09.1994 Reclassified from wagon ‘AOXF 8 P’ to ’ wagon ‘AZGY 8 Q’.

AOXF 10

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

22.09.1989 Repair ‘DOOR COMPLETE’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘STANCHION’.
09.05.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 14

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

22.09.1989 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 17

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

03.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 18

Details: wagon ‘AOXF 18 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 21.02.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOXY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SZ
Return to Service Date: 20.07.1994
Due Triple Valve: 07.12.1991
Last Brake Cylinder: 18.06.1992
Last Lift: 25.07.1986

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘STANCHION’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Repair ‘BRAKE PULL ROD’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘DOOR OPENING MECHANISM’.
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20.06.1990 Repair ‘SIDE MEMBER’.
20.06.1990 Repair ‘STANCHION’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1990 Repair ‘STANCHION’.
27.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1992 Repair ‘STANCHION’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.

AOXF 20

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 23

Details: wagon ‘AOXF 23 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 29.10.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX OS;CCE USE
BSG Code: DSOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WB SZ
Return to Service Date: 25.03.1994
Last Single Car Test: 11.08.1993
Last Lift: 01.12.1980
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1993 Repair ‘BRAKE CONTROL PIPE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Alteration ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO ACCEPT

TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY TO
‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’. New
class: ‘AZGY’.

AOXF 24

21.11.1991 Reclassified from wagon ‘AOXF 24 S’ to ’ wagon ‘AZGY 24 T’.

AOXF 25

17.01.1995 Reclassified from wagon ‘AOXF 25 E’ to ’ wagon ‘AZGY 25 F’.

AOXF 29

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

21.08.1989 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 30

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

19.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.02.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘STANCHION’.
05.03.1990 Repair ‘STEP’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘DOOR COMPLETE’.
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27.07.1990 Repair ‘HANDRAILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 32

Details: wagon ‘AOXF 32 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOXY
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WB SZ
Return to Service Date: 29.06.1990
Due Triple Valve: 04.07.1991
Last Brake Cylinder: 21.04.1989
Last Single Car Test: 04.07.1990
Last Lift: 06.04.1982

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘STEP’.
04.10.1989 Repair ‘HANDRAILS’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.06.1990 Repair ‘HANDRAILS END’.
29.06.1990 Repair ‘ISOLATING COCK’.
29.06.1990 Repair ‘TRAIN PIPE (END)’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Repair ‘VEHICLE STENCILS’.
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AOXF 33

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

28.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 35

Details: wagon ‘AOXF 35 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX OS;STORED IWS A/C REPAIRS
BSG Code: FBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SZ
Return to Service Date: 28.12.1995
Due Triple Valve: 14.09.1989
Last Brake Cylinder: 14.09.1988
Last Single Car Test: 24.10.1989
Last Lift: 03.07.1986

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1989 Repair ‘BRAKE PULL ROD’.
23.10.1989 Repair ‘VEHICLE STENCILS’.
03.01.1990 Repair ‘VEHICLE COMPLETE’.
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15.02.1990 Repair ‘STANCHION’.
15.02.1990 Repair ‘STEP’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘END BRAKE COCK’.
15.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘STANCHION’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.

AOXF 40

27.05.1993 Reclassified from wagon ‘AOXF 40 V’ to ’ wagon ‘AZGY 40 W’.

AOXF 42

29.11.1993 Reclassified from wagon ‘AOXF 42 Q’ to ’ wagon ‘AZGY 42 R’.

AOXF 43

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 44

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘STANCHION’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
07.12.1992 Repair ‘STEP’.
18.03.1993 Repair ‘DOOR COMPLETE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 47

28.01.1994 Reclassified from wagon ‘AOXF 47 P’ to ’ wagon ‘AZGY 47 Q’.
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AOXF 48

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Repair ‘DOOR COMPLETE’.
03.10.1989 Repair ‘STEP’.
03.10.1989 Repair ‘VEHICLE RECLASSIFY’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOXY 48 X’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘END FRAME MEMBER’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘SIDE MEMBER’.
07.11.1989 Repair ‘STANCHION’.
25.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘DOOR FRAME’.
20.06.1990 Repair ‘DOOR OPENING MECHANISM’.
20.06.1990 Repair ‘STANCHION’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘DOOR COMPLETE’.
15.01.1991 Repair ‘HANDRAILS’.
15.01.1991 Repair ‘HANDRAILS END’.
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘STANCHION’.
09.02.1991 Repair ‘STEP’.
09.02.1991 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Repair ‘DOOR COMPLETE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AOXF 49

29.03.1993 Reclassified from wagon ‘AOXF 49 K’ to ’ wagon ‘AZGY 49 L’.

AOXY 3

15.07.1987 Reclassified from wagon ‘AOXY 3 A’ to ’ wagon ‘AOTL 3 F’.
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AOXY 7

21.05.1986 Reclassified from wagon ‘AOXY 7 N’ to ’ wagon ‘ATML 8405 T’.

AOXY 9

15.05.1987 Reclassified from wagon ‘AOXY 9 X’ to ’ wagon ‘AOTL 9 N’.

AOXY 10

27.02.1989 Reclassified from wagon ‘AOXY 10 E’ to ’ wagon ‘AOXF 10 U’.

AOXY 12

05.11.1987 Reclassified from wagon ‘AOXY 12 W’ to ’ wagon ‘AOTL 12 E’.

AOXY 13

16.01.1987 Reclassified from wagon ‘AOXY 13 X’ to ’ wagon ‘AOTL 13 N’.

AOXY 14

06.07.1988 Reclassified from wagon ‘AOXY 14 R’ to ’ wagon ‘AOXF 14 K’.

AOXY 16

03.11.1987 Reclassified from wagon ‘AOXY 16 M’ to ’ wagon ‘AOTL 16 R’.

AOXY 17

21.04.1989 Reclassified from wagon ‘AOXY 17 V’ to ’ wagon ‘AOXF 17 Y’.

AOXY 18

05.12.1988 Reclassified from wagon ‘AOXY 18 H’ to ’ wagon ‘AOXF 18 A’.

AOXY 19

09.01.1987 Reclassified from wagon ‘AOXY 19 Q’ to ’ wagon ‘AOTL 19 V’.

AOXY 20

01.03.1988 Reclassified from wagon ‘AOXY 20 M’ to ’ wagon ‘AOXF 20 F’.

AOXY 22

29.11.1986 Reclassified from wagon ‘AOXY 22 H’ to ’ wagon ‘AOTL 22 M’.

AOXY 23

02.03.1988 Reclassified from wagon ‘AOXY 23 Q’ to ’ wagon ‘AOXF 23 J’.
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AOXY 26

09.01.1987 Reclassified from wagon ‘AOXY 26 U’ to ’ wagon ‘AOTL 26 C’.

AOXY 27

27.04.1988 Reclassified from wagon ‘AOXY 27 G’ to ’ wagon ‘AOTL 27 L’.

AOXY 29

17.04.1989 Reclassified from wagon ‘AOXY 29 B’ to ’ wagon ‘AOXF 29 R’.

AOXY 30

19.12.1988 Reclassified from wagon ‘AOXY 30 U’ to ’ wagon ‘AOXF 30 N’.

AOXY 31

22.02.1989 Reclassified from wagon ‘AOXY 31 G’ to ’ wagon ‘ATML 8406 F’.

AOXY 32

20.02.1989 Reclassified from wagon ‘AOXY 32 P’ to ’ wagon ‘AOXF 32 X’.

AOXY 33

27.05.1988 Reclassified from wagon ‘AOXY 33 B’ to ’ wagon ‘AOXF 33 R’.

AOXY 34

13.03.1987 Reclassified from wagon ‘AOXY 34 K’ to ’ wagon ‘AOTL 34 P’.

AOXY 35

14.09.1988 Reclassified from wagon ‘AOXY 35 T’ to ’ wagon ‘AOXF 35 M’.

AOXY 37

27.12.1986 Reclassified from wagon ‘AOXY 37 Y’ to ’ wagon ‘AOTL 37 T’.

AOXY 38

10.04.1987 Reclassified from wagon ‘AOXY 38 A’ to ’ wagon ‘AOTL 38 F’.

AOXY 39

28.03.1987 Reclassified from wagon ‘AOXY 39 J’ to ’ wagon ‘AOTL 39 Y’.

AOXY 43

24.08.1988 Reclassified from wagon ‘AOXY 43 J’ to ’ wagon ‘AOXF 43 C’.
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AOXY 44

19.12.1988 Reclassified from wagon ‘AOXY 44 S’ to ’ wagon ‘AOXF 44 L’.

AOXY 45

13.05.1987 Reclassified from wagon ‘AOXY 45 E’ to ’ wagon ‘AOTL 45 J’.

AOXY 46

27.12.1986 Reclassified from wagon ‘AOXY 46 N’ to ’ wagon ‘AOTL 46 S’.

AOXY 48

03.10.1989 Reclassified from wagon ‘AOXY 48 X’ to ’ wagon ‘AOXF 48 B’.

2.118 Wagon classification starting with ‘APA’

APAX 50

27.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1990 Repair ‘STEP’.
09.04.1991 Repair ‘END BRAKE COCK’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘TRAIN PIPE (END)’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

APAX 51

Details: wagon ‘APAX 51 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 20.06.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC
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Capacity of 33.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF WC SV
Return to Service Date: 20.07.1992
Due Triple Valve: 20.07.1993
Last Brake Cylinder: 10.05.1989
Last Single Car Test: 10.05.1989
Last Lift: 03.09.1983

20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1992 Repair ‘BRANCH PIPE’.
20.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

APAX 52

Details: wagon ‘APAX 52 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 20.06.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 14.03.1996
Due Triple Valve: 18.11.1993
Last Brake Cylinder: 18.11.1992
Last Lift: 07.02.1986

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.11.1989 Repair ‘BRAKE CONTROL PIPE’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘SIDE STEP’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘GRADE CONTROL VALVE’.
04.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

14.03.1996 Repair ‘VEHICLE COMPLETE’.

APAX 53

02.07.1992 Reclassified from wagon ‘APAX 53 P’ to ’ wagon ‘APLX 53 C’.

APAX 54

16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

APAX 55

Details: wagon ‘APAX 55 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 10.07.1967
Operating System: AN
Intended Use: CEMENT BULK
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Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 14.03.1996
Due Triple Valve: 01.04.1989
Last Brake Cylinder: 04.06.1991
Last Single Car Test: 04.06.1991
Last Lift: 08.04.1987

12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘END BRAKE COCK’.
26.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
30.01.1991 Repair ‘CEMENT WAG. GAUGES’.
30.01.1991 Repair ‘CEMENT WAG. VALVES’.
13.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
13.03.1991 Repair ‘CEMENT WAG. GAUGES’.
13.03.1991 Repair ‘CEMENT WAG. VALVES’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

14.03.1996 Repair ‘VEHICLE COMPLETE’.

APAX 56

Details: wagon ‘APAX 56 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 18.07.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

3448



2.118. Wagon classification starting with ‘APA’

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 07.09.1994
Last Triple Valve: 24.11.1988
Last Brake Cylinder: 10.03.1993
Last Single Car Test: 05.06.1989
Last Lift: 01.11.1983

27.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘HANDRAILS END’.
10.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘LADDER’.
15.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Repair ‘STEP’.
17.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.

APAX 57

02.07.1992 Reclassified from wagon ‘APAX 57 F’ to ’ wagon ‘APLX 57 P’.

APAX 58

Details: wagon ‘APAX 58 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
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Diagram Book Page No.: CB H-5
Date Built: 27.07.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 15.02.1993
Due Triple Valve: 01.03.1994
Last Triple Valve: 01.06.1988
Last Brake Cylinder: 15.02.1993
Last Lift: 19.03.1984

27.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.11.1989 Repair ‘CEMENT WAG. GAUGES’.
20.11.1989 Repair ‘CEMENT WAG. VALVES’.
20.11.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.05.1990 Repair ‘SIDE STEP’.
27.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.08.1990 Repair ‘VEHICLE COMPLETE’.
29.01.1991 Repair ‘HANDRAILS END’.
29.01.1991 Repair ‘STEP’.
21.03.1991 Repair ‘CEMENT WAG. CONES’.
21.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.03.1991 Repair ‘CEMENT WAG. GAUGES’.
21.03.1991 Repair ‘CEMENT WAG. VALVES’.
25.05.1991 Repair ‘STEP’.
02.07.1991 Repair ‘HANDRAILS END’.
07.12.1991 Repair ‘HANDRAILS END’.
31.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘END HOSE’.
15.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

APAX 59

Details: wagon ‘APAX 59 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 19tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 02.08.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 13.03.1995
Due Triple Valve: 06.03.1989
Last Brake Cylinder: 10.05.1989
Last Single Car Test: 10.05.1989
Last Lift: 04.12.1984

26.10.1989 Repair ‘SIDE STEP’.
07.12.1989 Repair ‘HANDRAILS END’.
27.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘COUPLER KNUCKLE’.
22.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.

APAX 60

Details: wagon ‘APAX 60 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 19.1tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 08.08.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 07.06.1994
Last Brake Cylinder: 10.10.1989
Last Single Car Test: 06.08.1992
Last Lift: 15.11.1985

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1990 Repair ‘STEP’.
29.08.1990 Repair ‘HANDRAILS END’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘CEMENT WAG. CONES’.
19.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.09.1990 Repair ‘CEMENT WAG. GAUGES’.
30.01.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘CEMENT WAG. CONES’.
17.04.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.04.1991 Repair ‘CEMENT WAG. GAUGES’.
17.04.1991 Repair ‘CEMENT WAG. HATCH COVER’.
17.04.1991 Repair ‘CEMENT WAG. VALVES’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE PULL ROD’.
30.07.1992 Repair ‘CEMENT WAG. CONES’.
30.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
30.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
30.07.1992 Repair ‘CEMENT WAG. VALVES’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘END HOSE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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27.08.1992 Repair ‘END COMPLETE’.
27.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

15.12.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘END HOSE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.

APAX 61

Details: wagon ‘APAX 61 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 17.08.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 17.03.1995
Due Triple Valve: 01.06.1997
Last Lift: 19.11.1984

15.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.11.1989 Repair ‘CEMENT WAG. GAUGES’.
03.11.1989 Repair ‘CEMENT WAG. VALVES’.
09.12.1989 Repair ‘SIDE STEP’.
23.03.1990 Repair ‘HANDRAILS END’.
23.03.1990 Repair ‘STEP’.
30.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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30.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

17.03.1995 Repair ‘VEHICLE COMPLETE’.

APAX 62

02.07.1992 Reclassified from wagon ‘APAX 62 Y’ to ’ wagon ‘APLX 62 B’.

APAX 64

Details: wagon ‘APAX 64 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 22.09.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 13.06.1995
Due Triple Valve: 01.01.1995
Last Brake Cylinder: 09.03.1991
Last Single Car Test: 14.07.1992
Last Lift: 10.08.1984

02.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘CEMENT WAG. GAUGES’.
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘EMPTY LOAD VALVE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
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13.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1989 Repair ‘STEP’.
13.09.1989 Repair ‘STEP’.
27.07.1990 Repair ‘HANDRAILS’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Repair ‘LADDER’.
10.08.1990 Repair ‘CEMENT WAG. GAUGES’.
10.08.1990 Repair ‘SIDE STEP’.
15.08.1990 Repair ‘CARD OR CLIP HOLDER’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
04.12.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1991 Repair ‘CEMENT WAG. GAUGES’.
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.06.1991 Repair ‘CEMENT WAG. CONES’.
19.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.06.1991 Repair ‘CEMENT WAG. GAUGES’.
19.06.1991 Repair ‘CEMENT WAG. HATCH COVER’.
19.06.1991 Repair ‘CEMENT WAG. VALVES’.
02.07.1991 Repair ‘HANDRAILS END’.
20.10.1991 Repair ‘END BRAKE COCK’.
20.10.1991 Repair ‘HANDRAILS END’.
29.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘AIR RESERVOIRS’.
01.07.1992 Repair ‘CEMENT WAG. CONES’.
01.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.07.1992 Repair ‘CEMENT WAG. GAUGES’.
01.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
01.07.1992 Repair ‘CEMENT WAG. VALVES’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘END BRAKE COCK’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

21.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘CEMENT WAG. HATCH COVER’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
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APAX 65

Details: wagon ‘APAX 65 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 22.09.1967
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX HCX
BSG Code: FXPC

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 18.03.1995
Due Triple Valve: 01.11.1994
Last Single Car Test: 06.09.1991
Last Lift: 30.11.1984

28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.12.1989 Repair ‘CEMENT WAG. GAUGES’.
08.12.1989 Repair ‘CEMENT WAG. HATCH COVER’.
08.12.1989 Repair ‘CEMENT WAG. VALVES’.
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Repair ‘VEHICLE STENCILS’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
28.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1991 Repair ‘END BRAKE COCK’.
08.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BRAKE LEVER’.
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26.02.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.

APAX 66

02.07.1992 Reclassified from wagon ‘APAX 66 E’ to ’ wagon ‘APLX 66 Y’.

2.119 Wagon classification starting with ‘APC’

APCL 1

Details: wagon ‘APCL 1 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $17250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-9
Date Built: 28.02.1961
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCY.EX HCA
BSG Code: FXPC

Capacity of 49.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SB SV
Return to Service Date: 15.06.1995
Due Triple Valve: 03.03.1990
Last Brake Cylinder: 03.03.1989
Last Single Car Test: 03.03.1989
Last Lift: 25.02.1987

16.07.1989 Repair ‘HANDRAILS END’.
12.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.05.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.08.1990 Repair ‘CEMENT WAG. CONES’.
07.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.11.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.02.1991 Repair ‘STRIKING CASTING’.
13.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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13.05.1991 Repair ‘CEMENT WAG. GAUGES’.
20.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.07.1991 Repair ‘HANDRAILS END’.
04.09.1991 Repair ‘CEMENT WAG. GAUGES’.
01.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.

APCL 2

Details: wagon ‘APCL 2 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $17250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-9
Date Built: 15.03.1961
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCY.EX HCA
BSG Code: FXPC

Capacity of 49.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SB SV
Return to Service Date: 12.01.1993
Due Triple Valve: 24.04.1991
Last Brake Cylinder: 24.04.1990
Last Single Car Test: 19.01.1993
Last Lift: 21.12.1983

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1989 Repair ‘STEP’.
07.09.1989 Repair ‘COUPLER COMPLETE’.
03.11.1989 Repair ‘TANK WAG. OVERFLOW PIPE’.

3458



2.119. Wagon classification starting with ‘APC’

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘VEHICLE COMPLETE’.
23.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.11.1989 Repair ‘CEMENT WAG. GAUGES’.
07.04.1990 Repair ‘HANDRAILS END’.
20.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1990 Repair ‘CEMENT WAG. VALVES’.
31.05.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.07.1990 Repair ‘HANDRAILS END’.
02.07.1991 Repair ‘CEMENT WAG. CONES’.
02.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.07.1991 Repair ‘CEMENT WAG. GAUGES’.
02.07.1991 Repair ‘CEMENT WAG. HATCH COVER’.
02.07.1991 Repair ‘CEMENT WAG. VALVES’.
18.09.1991 Repair ‘HANDRAILS END’.
26.02.1992 Repair ‘END HOSE’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘CEMENT WAG. VALVES’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘CEMENT WAG. CONES’.
22.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.06.1992 Repair ‘CEMENT WAG. GAUGES’.
22.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
22.06.1992 Repair ‘CEMENT WAG. VALVES’.
23.06.1992 Repair ‘HANDRAILS’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘CEMENT WAG. CONES’.
29.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
29.06.1992 Repair ‘CEMENT WAG. VALVES’.
13.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
13.08.1992 Repair ‘CEMENT WAG. VALVES’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BRAKE PULL ROD’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘CEMENT WAG. CONES’.
12.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.01.1993 Repair ‘CEMENT WAG. HATCH COVER’.
12.01.1993 Repair ‘CEMENT WAG. VALVES’.
12.01.1993 Repair ‘VEHICLE COMPLETE’.
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APCL 3

Details: wagon ‘APCL 3 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $17250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-9
Date Built: 13.04.1961
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCY,EX HCA
BSG Code: FXPC

Capacity of 49.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SB SV
Return to Service Date: 19.01.1993
Due Triple Valve: 04.03.1992
Last Brake Cylinder: 04.03.1991
Last Single Car Test: 04.03.1991
Last Lift: 28.07.1983

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘BRANCH PIPE’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
27.09.1989 Repair ‘BRAKE LEVER’.
27.09.1989 Repair ‘CEMENT WAG. GAUGES’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘GRADE CONTROL VALVE’.
03.11.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
07.12.1989 Repair ‘STEP’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
30.05.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.07.1990 Repair ‘BODY COMPLETE’.
05.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.09.1990 Repair ‘HANDRAILS END’.
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19.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.11.1990 Repair ‘CEMENT WAG. HATCH COVER’.
30.11.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘CEMENT WAG. CONES’.
01.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.03.1991 Repair ‘CEMENT WAG. GAUGES’.
01.03.1991 Repair ‘CEMENT WAG. HATCH COVER’.
01.03.1991 Repair ‘CEMENT WAG. VALVES’.
01.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Repair ‘CEMENT WAG. CONES’.
06.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.03.1991 Repair ‘CEMENT WAG. GAUGES’.
06.03.1991 Repair ‘CEMENT WAG. VALVES’.
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘HANDRAILS END’.
24.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

19.01.1993 Repair ‘HANDRAILS’.

APCL 4

Details: wagon ‘APCL 4 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $17250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-9
Date Built: 28.06.1962
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCY.EX HCA
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BSG Code: FXPC

Capacity of 49.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SB SV
Return to Service Date: 15.01.1993
Due Triple Valve: 22.08.1989
Last Triple Valve: 18.07.1988
Last Brake Cylinder: 05.02.1992
Last Single Car Test: 19.01.1993
Last Lift: 30.03.1984

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
28.02.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘GRADE CONTROL VALVE’.
15.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘STEP’.
28.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1990 Repair ‘BRAKE BLOCK RB95’.
01.09.1990 Repair ‘BRAKE PIN’.
01.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.09.1990 Repair ‘CEMENT WAG. GAUGES’.
06.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.09.1990 Repair ‘CEMENT WAG. GAUGES’.
06.11.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
09.01.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.02.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1991 Repair ‘STRIKING CASTING’.
09.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.08.1991 Repair ‘CEMENT WAG. CONES’.
08.08.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.08.1991 Repair ‘CEMENT WAG. GAUGES’.
08.08.1991 Repair ‘CEMENT WAG. HATCH COVER’.
08.08.1991 Repair ‘CEMENT WAG. VALVES’.
25.09.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE LEVER’.
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04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
25.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘CEMENT WAG. CONES’.
15.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.01.1993 Repair ‘CEMENT WAG. GAUGES’.
15.01.1993 Repair ‘CEMENT WAG. HATCH COVER’.
15.01.1993 Repair ‘CEMENT WAG. VALVES’.
15.01.1993 Repair ‘EMPTY LOAD VALVE’.
15.01.1993 Repair ‘END BRAKE COCK’.
15.01.1993 Repair ‘END HOSE’.
15.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1993 Repair ‘VEHICLE COMPLETE’.

APCL 5

Details: wagon ‘APCL 5 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $17250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-9
Date Built: 02.07.1962
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCY.EX HCA
BSG Code: FXPC

Capacity of 49.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SB SV
Return to Service Date: 12.01.1993
Due Triple Valve: 20.03.1992
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 19.01.1993
Last Lift: 22.04.1983

19.02.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.02.1990 Repair ‘CEMENT WAG. GAUGES’.
19.02.1990 Repair ‘CEMENT WAG. VALVES’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘DISCHARGE DOOR’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PULL ROD’.
27.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.09.1990 Repair ‘HANDRAILS’.
27.09.1990 Repair ‘HANDRAILS END’.
03.11.1990 Repair ‘HANDRAILS END’.
21.01.1991 Repair ‘CEMENT WAG. CONES’.
21.01.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.03.1991 Repair ‘BRAKE LEVER’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE LEVER’.
20.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.03.1991 Repair ‘END BRAKE COCK’.
20.03.1991 Repair ‘ISOLATING COCK’.
20.03.1991 Repair ‘STEP’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
19.06.1991 Repair ‘CEMENT WAG. CONES’.
19.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.06.1991 Repair ‘CEMENT WAG. GAUGES’.
19.06.1991 Repair ‘CEMENT WAG. HATCH COVER’.
19.06.1991 Repair ‘CEMENT WAG. VALVES’.
23.08.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.10.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.10.1991 Repair ‘CEMENT WAG. HATCH COVER’.
28.01.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘CEMENT WAG. CONES’.
22.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.06.1992 Repair ‘CEMENT WAG. GAUGES’.
22.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
22.06.1992 Repair ‘CEMENT WAG. VALVES’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
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22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1992 Repair ‘WHEEL SET’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘CEMENT WAG. CONES’.
12.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.01.1993 Repair ‘CEMENT WAG. HATCH COVER’.
12.01.1993 Repair ‘CEMENT WAG. VALVES’.
12.01.1993 Repair ‘VEHICLE COMPLETE’.

APCL 6

Details: wagon ‘APCL 6 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $17250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-9
Date Built: 28.06.1963
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCY;EX HCA
BSG Code: FXPC

Capacity of 49.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SB SV
Return to Service Date: 14.01.1993
Due Triple Valve: 04.03.1992
Last Brake Cylinder: 04.03.1991
Last Single Car Test: 19.01.1993
Last Lift: 20.06.1984

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘HANDRAILS END’.
29.05.1990 Repair ‘BODY COMPLETE’.
29.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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04.06.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘HANDBRAKE HANDLE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BRAKE LEVER’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘CEMENT WAG. CONES’.
26.02.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.02.1991 Repair ‘CEMENT WAG. GAUGES’.
26.02.1991 Repair ‘CEMENT WAG. HATCH COVER’.
26.02.1991 Repair ‘CEMENT WAG. VALVES’.
26.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.02.1991 Repair ‘END BRAKE COCK’.
26.02.1991 Repair ‘END HOSE’.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘TRAIN PIPE (END)’.
08.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.10.1991 Repair ‘END HOSE’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
19.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
25.09.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘CEMENT WAG. CONES’.
14.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.01.1993 Repair ‘CEMENT WAG. GAUGES’.
14.01.1993 Repair ‘CEMENT WAG. HATCH COVER’.
14.01.1993 Repair ‘CEMENT WAG. VALVES’.
14.01.1993 Repair ‘EMPTY LOAD VALVE’.
14.01.1993 Repair ‘GRADE CONTROL VALVE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.

APCX 7

28.07.1992 Reclassified from wagon ‘APCX 7 R’ to ’ wagon ‘APLY 7 C’.

APCX 8

Details: wagon ‘APCX 8 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.5m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 02.05.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 30.06.1993
Due Triple Valve: 01.07.1988
Last Brake Cylinder: 26.06.1992
Last Single Car Test: 14.07.1992
Last Lift: 09.07.1984

31.07.1989 Repair ‘CEMENT WAG. GAUGES’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 8 L’
09.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1989 Repair ‘SIDE STEP’.
09.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
26.05.1990 Repair ‘STEP’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
02.08.1990 Repair ‘END HOSE’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
14.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 8 L’
22.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.08.1990 Repair ‘CEMENT WAG. GAUGES’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 8 L’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 8 L’
26.05.1991 Repair ‘SIDE STEP’.
26.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
18.10.1991 Repair ‘HANDRAILS END’.
18.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
20.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
01.06.1992 Repair ‘SIDE BEARER’.
01.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
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03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘SIDE BEARER’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 8 L’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1992 Repair ‘SIDE BEARER’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Repair ‘VEHICLE STENCILS’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 8 L’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘CEMENT WAG. CONES’.
02.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.07.1992 Repair ‘CEMENT WAG. GAUGES’.
02.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
02.07.1992 Repair ‘CEMENT WAG. VALVES’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘END BRAKE COCK’.
02.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘LADDER’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 8 L’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BEARERS’.
09.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘SIDE BEARER’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 8 L’
11.12.1992 Repair ‘CEMENT WAG. CONES’.
11.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
11.12.1992 Repair ‘CEMENT WAG. GAUGES’.
11.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
11.12.1992 Repair ‘CEMENT WAG. VALVES’.
11.12.1992 Repair ‘VEHICLE COMPLETE’.
11.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 8 L’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

05.02.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
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05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’
27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON

EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECLASSIFY’.
30.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 8 L’

APCX 9

08.07.1992 Reclassified from wagon ‘APCX 9 M’ to ’ wagon ‘APLY 9 U’.

APCX 10

Details: wagon ‘APCX 10 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 13.05.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 15.06.1993
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 12.05.1993
Last Single Car Test: 12.05.1993
Last Lift: 13.11.1986

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
06.05.1990 Repair ‘HANDRAILS’.
06.05.1990 Repair ‘HANDRAILS END’.
06.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
08.06.1990 Repair ‘HANDRAILS’.
08.06.1990 Repair ‘STEP’.
08.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
12.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
14.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
21.01.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘TRAIN PIPE’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE PULL ROD’.
13.02.1991 Repair ‘TRAIN PIPE (END)’.
13.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
17.02.1991 Repair ‘HANDRAILS END’.
17.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
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30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
25.06.1991 Repair ‘CEMENT WAG. HATCH COVER’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
06.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘CEMENT WAG. CONES’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
08.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1992 Repair ‘BRAKE LEVER’.
08.03.1992 Repair ‘BRAKE PULL ROD’.
08.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE LEVER’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BEARERS’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
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03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
03.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1992 Repair ‘VEHICLE RECLASSIFY’.
03.08.1992 Repair ‘VEHICLE STENCILS’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘CEMENT WAG. CONES’.
22.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.12.1992 Repair ‘CEMENT WAG. GAUGES’.
22.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
22.12.1992 Repair ‘CEMENT WAG. VALVES’.
22.12.1992 Repair ‘VEHICLE COMPLETE’.
22.12.1992 Repair ‘VEHICLE STENCILS’.
22.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘BRANCH PIPE’.
05.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 10 Q’
27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON

EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1993 Repair ‘VEHICLE RECLASSIFY’.
15.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 10 Q’
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 10 Q’

APCX 11

Details: wagon ‘APCX 11 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 24.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 19.05.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 15.06.1993
Due Triple Valve: 01.03.1989
Last Brake Cylinder: 10.08.1992
Last Single Car Test: 06.08.1992
Last Lift: 01.03.1984

12.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 11 C’
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Repair ‘SIDE STEP’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 11 C’
24.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘STEP’.
24.04.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘APLY 11 C’
02.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.08.1990 Repair ‘CEMENT WAG. HATCH COVER’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 11 C’
15.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1991 Issued at location ‘Nuriootpa’ with a previous code of wagon ‘APLY 11 C’
31.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 11 C’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BRAKE PULL ROD’.
31.07.1992 Repair ‘CEMENT WAG. CONES’.
31.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
31.07.1992 Repair ‘CEMENT WAG. GAUGES’.
31.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
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31.07.1992 Repair ‘CEMENT WAG. VALVES’.
31.07.1992 Repair ‘END BRAKE COCK’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘NYLON HOSE’.
31.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 11 C’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BEARERS’.
10.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1992 Repair ‘SIDE BEARER’.
10.08.1992 Repair ‘SIDE SHEET’.
10.08.1992 Repair ‘SIDE STEP’.
10.08.1992 Repair ‘VEHICLE COMPLETE’.
10.08.1992 Repair ‘VEHICLE RECLASSIFY’.
10.08.1992 Repair ‘VEHICLE STENCILS’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 11 C’
03.12.1992 Repair ‘CEMENT WAG. CONES’.
03.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.12.1992 Repair ‘CEMENT WAG. GAUGES’.
03.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
03.12.1992 Repair ‘CEMENT WAG. VALVES’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 11 C’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON
EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘END BRAKE COCK’.
15.06.1993 Repair ‘END HOSE’.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Repair ‘VEHICLE RECLASSIFY’.
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 11 C’

APCX 12

Details: wagon ‘APCX 12 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 11.06.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 05.07.1993
Due Triple Valve: 03.03.1990
Last Single Car Test: 29.06.1992
Last Lift: 17.09.1982

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 12 L’
02.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1989 Repair ‘CEMENT WAG. VALVES’.
02.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
03.11.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
09.07.1990 Repair ‘STEP’.
09.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
27.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
29.01.1991 Repair ‘CEMENT WAG. GAUGES’.
29.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
14.06.1991 Repair ‘END HOSE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘END HOSE’.
24.09.1991 Repair ‘HANDRAILS END’.
24.09.1991 Repair ‘SIDE STEP’.
24.09.1991 Repair ‘TRAIN PIPE (END)’.
24.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘CEMENT WAG. CONES’.
18.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.06.1992 Repair ‘CEMENT WAG. GAUGES’.
18.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
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18.06.1992 Repair ‘CEMENT WAG. VALVES’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘BRANCH PIPE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘VEHICLE RECLASSIFY’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 12 L’
10.12.1992 Repair ‘CEMENT WAG. CONES’.
10.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1992 Repair ‘CEMENT WAG. GAUGES’.
10.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
10.12.1992 Repair ‘CEMENT WAG. VALVES’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 12 L’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

09.05.1993 Repair ‘STEP’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 12 L’
27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON

EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECLASSIFY’.
30.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 12 L’
05.07.1993 Repair ‘STEP’.

APCX 13

Details: wagon ‘APCX 13 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-2
Date Built: 11.06.1969
Operating System: AN
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Intended Use: CEMENT BULK
Remarks: EX APCX
BSG Code: FBPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 17.06.1996
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 29.06.1992
Last Lift: 14.02.1985

14.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 13 U’
02.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1990 Repair ‘CEMENT WAG. GAUGES’.
02.10.1990 Repair ‘CEMENT WAG. VALVES’.
02.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 13 U’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BOLSTER’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BOGIE SIDEFRAME’.
15.02.1991 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 13 U’
10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 13 U’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘CEMENT WAG. CONES’.
18.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.06.1992 Repair ‘CEMENT WAG. GAUGES’.
18.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
18.06.1992 Repair ‘CEMENT WAG. VALVES’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 13 U’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1992 Repair ‘SIDE BEARER’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Repair ‘VEHICLE RECLASSIFY’.

3477



2. TIMS GROUP INFORMATION - WAGONS

07.07.1992 Repair ‘VEHICLE STENCILS’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 13 U’
25.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
25.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 13 U’
27.11.1992 Repair ‘CEMENT WAG. CONES’.
27.11.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.11.1992 Repair ‘CEMENT WAG. GAUGES’.
27.11.1992 Repair ‘CEMENT WAG. HATCH COVER’.
27.11.1992 Repair ‘CEMENT WAG. VALVES’.
27.11.1992 Repair ‘VEHICLE COMPLETE’.
27.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 13 U’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON
EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

17.06.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE RECLASSIFY’.
17.06.1996 Issued at location ‘Parkeston’ with a previous code of wagon ‘APLY 13 U’

APCX 14

Details: wagon ‘APCX 14 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 20.06.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 28.10.1993
Due Triple Valve: 01.05.1994
Last Brake Cylinder: 01.11.1991
Last Single Car Test: 06.08.1992
Last Lift: 08.05.1984
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09.07.1989 Repair ‘BRAKE BLOCK RB95’.
09.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 14 G’
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BRAKE PULL ROD’.
11.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
29.11.1989 Repair ‘CEMENT WAG. CONES’.
29.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.11.1989 Repair ‘CEMENT WAG. GAUGES’.
29.11.1989 Repair ‘CEMENT WAG. HATCH COVER’.
29.11.1989 Repair ‘CEMENT WAG. VALVES’.
29.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
12.01.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.01.1990 Repair ‘CEMENT WAG. GAUGES’.
12.01.1990 Repair ‘CEMENT WAG. VALVES’.
12.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
26.03.1990 Repair ‘STEP’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 14 G’
01.04.1990 Repair ‘END BRAKE COCK’.
01.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 14 G’
31.05.1990 Repair ‘END BRAKE COCK’.
31.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 14 G’
11.07.1990 Repair ‘HANDRAILS END’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 14 G’
10.05.1991 Repair ‘BRAKE BLOCK RB95’.
10.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 14 G’
21.08.1991 Repair ‘CEMENT WAG. CONES’.
21.08.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.08.1991 Repair ‘CEMENT WAG. GAUGES’.
21.08.1991 Repair ‘CEMENT WAG. HATCH COVER’.
21.08.1991 Repair ‘CEMENT WAG. VALVES’.
21.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
23.08.1991 Repair ‘CEMENT WAG. CONES’.
23.08.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.08.1991 Repair ‘CEMENT WAG. GAUGES’.
23.08.1991 Repair ‘CEMENT WAG. HATCH COVER’.
23.08.1991 Repair ‘CEMENT WAG. VALVES’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘END BRAKE COCK’.
01.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1991 Repair ‘VEHICLE COMPLETE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 14 G’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
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WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE BEARERS’.
29.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1992 Repair ‘COUPLER KNUCKLE’.
29.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1992 Repair ‘VEHICLE RECLASSIFY’.
29.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 14 G’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘CEMENT WAG. CONES’.
07.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
07.07.1992 Repair ‘CEMENT WAG. VALVES’.
07.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE PULL ROD’.
29.07.1992 Repair ‘DISCHARGE DOOR’.
29.07.1992 Repair ‘DOOR OPENING MECHANISM’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
10.12.1992 Repair ‘CEMENT WAG. CONES’.
10.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1992 Repair ‘CEMENT WAG. GAUGES’.
10.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
10.12.1992 Repair ‘CEMENT WAG. VALVES’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 14 G’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

05.02.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 14 G’
27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON

EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

01.07.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 14 G’
02.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
28.10.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

APCX 15

Details: wagon ‘APCX 15 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 27.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 20.06.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FBPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 30.06.1993
Due Triple Valve: 01.10.1991
Last Brake Cylinder: 26.01.1991
Last Single Car Test: 29.06.1992
Last Lift: 31.10.1986

03.11.1989 Repair ‘TANK WAG. OVERFLOW PIPE’.
03.11.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘APLY 15 P’
09.03.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 15 P’
31.05.1990 Repair ‘END BRAKE COCK’.
31.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 15 P’
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1991 Repair ‘COUPLER KNUCKLE’.
26.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1991 Repair ‘STEP’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 15 P’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘CEMENT WAG. CONES’.
18.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.06.1992 Repair ‘CEMENT WAG. GAUGES’.
18.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
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18.06.1992 Repair ‘CEMENT WAG. VALVES’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 15 P’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BEARERS’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1992 Repair ‘VEHICLE RECLASSIFY’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 15 P’
27.11.1992 Repair ‘CEMENT WAG. CONES’.
27.11.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.11.1992 Repair ‘CEMENT WAG. GAUGES’.
27.11.1992 Repair ‘CEMENT WAG. HATCH COVER’.
27.11.1992 Repair ‘CEMENT WAG. VALVES’.
27.11.1992 Repair ‘VEHICLE COMPLETE’.
27.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 15 P’
12.12.1992 Repair ‘HANDRAILS END’.
12.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 15 P’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

04.02.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 15 P’
19.03.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 15 P’
27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON

EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECLASSIFY’.
30.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 15 P’

APCX 16

26.06.1992 Reclassified from wagon ‘APCX 16 Q’ to ’ wagon ‘APLY 16 B’.

APCX 17

27.06.1992 Reclassified from wagon ‘APCX 17 C’ to ’ wagon ‘APLY 17 K’.

APCX 18

Details: wagon ‘APCX 18 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 22.8tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-2
Date Built: 16.07.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APLY
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 02.07.1993
Due Triple Valve: 01.07.1994
Last Brake Cylinder: 27.08.1990
Last Single Car Test: 06.08.1992
Last Lift: 01.07.1984

06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 18 T’
26.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
21.08.1990 Repair ‘CEMENT WAG. GAUGES’.
21.08.1990 Repair ‘CEMENT WAG. GAUGES’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘VEHICLE STENCILS’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 18 T’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 18 T’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
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04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 18 T’
23.07.1991 Repair ‘CEMENT WAG. CONES’.
23.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.07.1991 Repair ‘CEMENT WAG. GAUGES’.
23.07.1991 Repair ‘CEMENT WAG. HATCH COVER’.
23.07.1991 Repair ‘CEMENT WAG. VALVES’.
23.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APLY 18 T’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BEARERS’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘VEHICLE RECLASSIFY’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 18 T’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘CEMENT WAG. CONES’.
07.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.07.1992 Repair ‘CEMENT WAG. GAUGES’.
07.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
07.07.1992 Repair ‘CEMENT WAG. VALVES’.
07.07.1992 Repair ‘END HOSE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Repair ‘HANDRAILS END’.
07.07.1992 Repair ‘STEP’.
07.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
09.07.1992 Repair ‘HANDRAILS END’.
09.07.1992 Repair ‘STEP’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘VEHICLE STENCILS’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 18 T’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APLY 18 T’
25.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
25.08.1992 Repair ‘CEMENT WAG. HATCH COVER’.
25.08.1992 Repair ‘CEMENT WAG. VALVES’.
25.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
03.12.1992 Repair ‘CEMENT WAG. CONES’.
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03.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.12.1992 Repair ‘CEMENT WAG. GAUGES’.
03.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
03.12.1992 Repair ‘CEMENT WAG. VALVES’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APLY 18 T’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

05.02.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 18 T’
27.05.1993 Alteration complete ‘PLACE 12 NO. APLY HOPPER WAGONS ON

EXCHANGE BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’.
New class: ‘APCX’.

02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘VEHICLE RECLASSIFY’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APLY 18 T’

2.120 Wagon classification starting with ‘APL’

APLX 53

Details: wagon ‘APLX 53 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 20.06.1967
Operating System: AN
Intended Use: LIME
Remarks: EX APAX;HYDRATED LIME TRAFFIC ONLY
BSG Code: FXPZ

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 17.03.1995
Due Triple Valve: 11.05.1994
Last Single Car Test: 11.05.1993
Last Lift: 13.10.1983
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27.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 53 P’
15.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.11.1989 Repair ‘CEMENT WAG. GAUGES’.
15.11.1989 Repair ‘CEMENT WAG. VALVES’.
15.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 53 P’
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 53 P’
26.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 53 P’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BRANCH PIPE’.
10.12.1990 Repair ‘HANDRAILS END’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 53 P’
21.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.05.1991 Repair ‘CEMENT WAG. GAUGES’.
21.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 53 P’
05.07.1991 Repair ‘CEMENT WAG. CONES’.
05.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.07.1991 Repair ‘CEMENT WAG. GAUGES’.
05.07.1991 Repair ‘CEMENT WAG. HATCH COVER’.
05.07.1991 Repair ‘CEMENT WAG. VALVES’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 53 P’
30.06.1992 Alteration complete ‘CLEAN OUT 4 NO. ‘APAX’ PNEUMATIC DISCHARGE

HOPPER WAGONS AND RECLASSIFY TO ‘APLX’ APAX 53,57,62,66. (RS4710)’.
New class: ‘APLX’.

02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 53 P’
02.09.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.09.1992 Repair ‘CEMENT WAG. GAUGES’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

23.04.1993 Repair ‘CEMENT WAG. CONES’.
23.04.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.04.1993 Repair ‘CEMENT WAG. GAUGES’.
23.04.1993 Repair ‘CEMENT WAG. HATCH COVER’.
23.04.1993 Repair ‘CEMENT WAG. VALVES’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1993 Repair ‘TRAIN PIPE (END)’.
04.05.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
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APLX 57

Details: wagon ‘APLX 57 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 24.07.1967
Operating System: AN
Intended Use: LIME
Remarks: EX APAX;HYDRATED LIME TRAFFIC ONLY
BSG Code: FXPZ

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 17.03.1995
Due Triple Valve: 01.02.1994
Last Single Car Test: 03.08.1993
Last Lift: 20.02.1984

28.02.1990 Repair ‘END BRAKE COCK’.
28.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 57 F’
28.08.1990 Repair ‘HANDRAILS END’.
28.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APAX 57 F’
27.06.1991 Repair ‘HANDRAILS’.
27.06.1991 Repair ‘LADDER’.
27.06.1991 Repair ‘SIDE STEP’.
27.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘APAX 57 F’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘CEMENT WAG. CONES’.
23.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.06.1992 Repair ‘CEMENT WAG. GAUGES’.
23.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
23.06.1992 Repair ‘CEMENT WAG. VALVES’.
23.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 57 F’
30.06.1992 Alteration complete ‘CLEAN OUT 4 NO. ‘APAX’ PNEUMATIC DISCHARGE

HOPPER WAGONS AND RECLASSIFY TO ‘APLX’ APAX 53,57,62,66. (RS4710)’.
New class: ‘APLX’.

02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 57 F’
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16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL
REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘CEMENT WAG. CONES’.
02.08.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.08.1993 Repair ‘CEMENT WAG. GAUGES’.
02.08.1993 Repair ‘CEMENT WAG. HATCH COVER’.
02.08.1993 Repair ‘CEMENT WAG. VALVES’.
02.08.1993 Repair ‘TRAIN PIPE’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.

APLX 62

Details: wagon ‘APLX 62 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 22.08.1967
Operating System: AN
Intended Use: LIME
Remarks: EX APAX;HYDRATED LIME TRAFFIC ONLY
BSG Code: FXPZ

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 16.03.1995
Last Single Car Test: 03.08.1993
Last Lift: 24.08.1983

18.07.1989 Repair ‘END BRAKE COCK’.
18.07.1989 Repair ‘END HOSE’.
18.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 62 Y’
27.10.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 62 Y’
15.12.1989 Repair ‘CEMENT WAG. CONES’.
15.12.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.12.1989 Repair ‘CEMENT WAG. GAUGES’.
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15.12.1989 Repair ‘CEMENT WAG. HATCH COVER’.
15.12.1989 Repair ‘CEMENT WAG. VALVES’.
15.12.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘APAX 62 Y’
10.01.1990 Repair ‘HANDRAILS END’.
10.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 62 Y’
14.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘APAX 62 Y’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘CEMENT WAG. CONES’.
23.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.06.1992 Repair ‘CEMENT WAG. GAUGES’.
23.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
23.06.1992 Repair ‘CEMENT WAG. VALVES’.
23.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 62 Y’
30.06.1992 Alteration complete ‘CLEAN OUT 4 NO. ‘APAX’ PNEUMATIC DISCHARGE

HOPPER WAGONS AND RECLASSIFY TO ‘APLX’ APAX 53,57,62,66. (RS4710)’.
New class: ‘APLX’.

02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 62 Y’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘CEMENT WAG. CONES’.
02.08.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.08.1993 Repair ‘CEMENT WAG. GAUGES’.
02.08.1993 Repair ‘CEMENT WAG. VALVES’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Repair ‘WHEEL SET’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.

APLX 63

Details: wagon ‘APLX 63 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 29.08.1967
Operating System: AN
Intended Use: LIME
Remarks: EX APAX;HYDRATED LIME TRAFFIC ONLY
BSG Code: FXPZ

Capacity of 33.6 tonnes

Fleet Grp Code: AF WC SV
Return to Service Date: 14.07.1990
Due Triple Valve: 01.11.1994
Last Lift: 23.01.1984

05.02.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.02.1990 Repair ‘CEMENT WAG. GAUGES’.
07.02.1990 Repair ‘CEMENT WAG. VALVES’.
24.05.1990 Repair ‘HOSE FITTINGS’.
14.07.1990 Repair ‘STEP’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

APLX 66

Details: wagon ‘APLX 66 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 17.4tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10700
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB H-5
Date Built: 28.09.1967
Operating System: AN
Intended Use: LIME
Remarks: EX APAX;HYDRATED LIME TRAFFIC ONLY
BSG Code: FXPZ

Capacity of 33.6 tonnes
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Fleet Grp Code: AF WC SV
Return to Service Date: 17.03.1995
Due Triple Valve: 17.03.1989
Last Brake Cylinder: 26.06.1989
Last Single Car Test: 26.06.1989
Last Lift: 16.12.1983

12.10.1989 Repair ‘HANDRAILS’.
12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 66 E’
08.11.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 66 E’
01.12.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.12.1989 Repair ‘CEMENT WAG. GAUGES’.
01.12.1989 Repair ‘CEMENT WAG. VALVES’.
01.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 66 E’
24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1990 Repair ‘VEHICLE COMPLETE’.
24.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APAX 66 E’
29.01.1991 Repair ‘HANDRAILS END’.
29.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 66 E’
14.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APAX 66 E’
30.06.1992 Alteration complete ‘CLEAN OUT 4 NO. ‘APAX’ PNEUMATIC DISCHARGE

HOPPER WAGONS AND RECLASSIFY TO ‘APLX’ APAX 53,57,62,66. (RS4710)’.
New class: ‘APLX’.

02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APAX 66 E’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘HANDRAILS’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
11.09.1992 Repair ‘BOGIE BEARINGS’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

29.04.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘CEMENT WAG. CONES’.
29.04.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.04.1993 Repair ‘CEMENT WAG. GAUGES’.
29.04.1993 Repair ‘CEMENT WAG. HATCH COVER’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.

APLY 7

Details: wagon ‘APLY 7 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-2
Date Built: 01.05.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCX
BSG Code: FBPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 04.02.1993
Due Triple Valve: 03.10.1991
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 22.12.1992
Last Lift: 03.11.1986

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 7 R’
05.12.1989 Repair ‘END HOSE’.
05.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘APCX 7 R’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1989 Repair ‘BRAKE LEVER’.
13.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 7 R’
01.02.1990 Repair ‘CEMENT WAG. CONES’.
01.02.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.02.1990 Repair ‘CEMENT WAG. GAUGES’.
01.02.1990 Repair ‘CEMENT WAG. HATCH COVER’.
01.02.1990 Repair ‘CEMENT WAG. VALVES’.
01.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APCX 7 R’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRANCH PIPE’.
20.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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20.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
02.07.1990 Repair ‘HANDRAILS END’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APCX 7 R’
31.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
04.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
01.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.10.1990 Repair ‘CEMENT WAG. GAUGES’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
02.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
02.03.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
09.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

16.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 7 R’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘END BRAKE COCK’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Repair ‘VEHICLE RECLASSIFY’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 7 R’
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘CEMENT WAG. CONES’.
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22.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.12.1992 Repair ‘CEMENT WAG. GAUGES’.
22.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
22.12.1992 Repair ‘CEMENT WAG. VALVES’.
22.12.1992 Repair ‘SIDE BEARER’.
22.12.1992 Repair ‘VEHICLE COMPLETE’.
22.12.1992 Repair ‘WHEEL SET’.
04.02.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.05.1993 Alteration ‘PLACE 12 NO. APLY HOPPER WAGONS ON EXCHANGE

BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’. New class:
‘APCX’.

26.06.1996 Alteration ‘REMOVE HIGH SPEED BOGIES AND FIT EXCHANGE TYPE
BOGIES RECLASS TO ‘APLX’ WAGONS APLY 7,9,16,17 WEST KALGOOLIE AREA
MANAGER TO ARRANGE. (RS4939)’. New class: ‘APLX’.

APLY 8

30.06.1993 Reclassified from wagon ‘APLY 8 L’ to ’ wagon ‘APCX 8 D’.

APLY 9

Details: wagon ‘APLY 9 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-2
Date Built: 08.05.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCX
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 10.12.1992
Due Triple Valve: 01.08.1995
Last Brake Cylinder: 17.09.1990
Last Single Car Test: 30.06.1992
Last Lift: 22.08.1985

12.12.1989 Repair ‘BRAKE LEVER’.
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12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APCX 9 M’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.04.1990 Repair ‘CEMENT WAG. GAUGES’.
12.04.1990 Repair ‘CEMENT WAG. VALVES’.
12.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 9 M’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 9 M’
02.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1990 Repair ‘CEMENT WAG. VALVES’.
02.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 9 M’
21.05.1991 Repair ‘STEP’.
21.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 9 M’
27.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.06.1991 Repair ‘HANDRAILS’.
27.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 9 M’
21.08.1991 Repair ‘CEMENT WAG. CONES’.
21.08.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.08.1991 Repair ‘CEMENT WAG. GAUGES’.
21.08.1991 Repair ‘CEMENT WAG. HATCH COVER’.
21.08.1991 Repair ‘CEMENT WAG. VALVES’.
21.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 9 M’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRAKE PULL ROD’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1992 Repair ‘STEP’.
26.03.1992 Repair ‘VEHICLE STENCILS’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 9 M’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BRAKE PULL ROD’.
29.06.1992 Repair ‘CEMENT WAG. CONES’.
29.06.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.06.1992 Repair ‘CEMENT WAG. GAUGES’.
29.06.1992 Repair ‘CEMENT WAG. HATCH COVER’.
29.06.1992 Repair ‘CEMENT WAG. VALVES’.
29.06.1992 Repair ‘EMPTY LOAD VALVE’.
29.06.1992 Repair ‘END HOSE’.
29.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘APCX 9 M’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘VEHICLE RECLASSIFY’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 9 M’
10.12.1992 Repair ‘CEMENT WAG. CONES’.
10.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1992 Repair ‘CEMENT WAG. GAUGES’.
10.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
10.12.1992 Repair ‘CEMENT WAG. VALVES’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

27.05.1993 Alteration ‘PLACE 12 NO. APLY HOPPER WAGONS ON EXCHANGE
BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’. New class:
‘APCX’.

26.06.1996 Alteration ‘REMOVE HIGH SPEED BOGIES AND FIT EXCHANGE TYPE
BOGIES RECLASS TO ‘APLX’ WAGONS APLY 7,9,16,17 WEST KALGOOLIE AREA
MANAGER TO ARRANGE. (RS4939)’. New class: ‘APLX’.

APLY 10

15.06.1993 Reclassified from wagon ‘APLY 10 Q’ to ’ wagon ‘APCX 10 X’.

APLY 11

15.06.1993 Reclassified from wagon ‘APLY 11 C’ to ’ wagon ‘APCX 11 R’.

APLY 12

30.06.1993 Reclassified from wagon ‘APLY 12 L’ to ’ wagon ‘APCX 12 D’.

APLY 13

17.06.1996 Reclassified from wagon ‘APLY 13 U’ to ’ wagon ‘APCX 13 M’.

APLY 14

01.07.1993 Reclassified from wagon ‘APLY 14 G’ to ’ wagon ‘APCX 14 V’.
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APLY 15

30.06.1993 Reclassified from wagon ‘APLY 15 P’ to ’ wagon ‘APCX 15 H’.

APLY 16

Details: wagon ‘APLY 16 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-2
Date Built: 03.07.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCX
BSG Code: FBPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 19.03.1993
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 01.05.1989
Last Single Car Test: 14.07.1992
Last Lift: 01.10.1987

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘BRAKE LEVER’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
28.11.1989 Repair ‘EMPTY LOAD VALVE’.
28.11.1989 Repair ‘GRADE CONTROL VALVE’.
28.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 16 Q’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘EMPTY LOAD VALVE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘SIDE STEP’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 16 Q’
30.07.1990 Repair ‘CEMENT WAG. HATCH COVER’.
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30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘APCX 16 Q’

21.08.1990 Repair ‘CEMENT WAG. GAUGES’.
21.08.1990 Repair ‘CEMENT WAG. HATCH COVER’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
04.09.1990 Repair ‘CEMENT WAG. GAUGES’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1991 Repair ‘SIDE BEARER’.
31.01.1991 Repair ‘TRAIN PIPE (END)’.
31.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
14.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Repair ‘STEP’.
12.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
02.10.1991 Repair ‘CEMENT WAG. CONES’.
02.10.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1991 Repair ‘CEMENT WAG. GAUGES’.
02.10.1991 Repair ‘CEMENT WAG. HATCH COVER’.
02.10.1991 Repair ‘CEMENT WAG. VALVES’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 16 Q’
11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER

WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE BEARERS’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 16 Q’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘CEMENT WAG. CONES’.
02.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.07.1992 Repair ‘CEMENT WAG. GAUGES’.
02.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
02.07.1992 Repair ‘CEMENT WAG. VALVES’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
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02.07.1992 Repair ‘END BRAKE COCK’.
27.11.1992 Repair ‘CEMENT WAG. CONES’.
27.11.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.11.1992 Repair ‘CEMENT WAG. GAUGES’.
27.11.1992 Repair ‘CEMENT WAG. HATCH COVER’.
27.11.1992 Repair ‘CEMENT WAG. VALVES’.
27.11.1992 Repair ‘VEHICLE COMPLETE’.
12.12.1992 Repair ‘HANDRAILS END’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

04.02.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.03.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.05.1993 Alteration ‘PLACE 12 NO. APLY HOPPER WAGONS ON EXCHANGE

BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’. New class:
‘APCX’.

26.06.1996 Alteration ‘REMOVE HIGH SPEED BOGIES AND FIT EXCHANGE TYPE
BOGIES RECLASS TO ‘APLX’ WAGONS APLY 7,9,16,17 WEST KALGOOLIE AREA
MANAGER TO ARRANGE. (RS4939)’. New class: ‘APLX’.

APLY 17

Details: wagon ‘APLY 17 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18670
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB H-2
Date Built: 09.07.1969
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX APCX
BSG Code: FSPC

Capacity of 49.8 tonnes

Fleet Grp Code: AF SB SV
Return to Service Date: 17.11.1993
Due Triple Valve: 22.03.1989
Last Brake Cylinder: 27.06.1992
Last Single Car Test: 26.11.1993
Last Lift: 21.08.1986
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10.08.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APCX 17 C’
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘APCX 17 C’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 17 C’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 17 C’
10.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
14.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
10.12.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1990 Repair ‘CEMENT WAG. GAUGES’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
13.02.1991 Repair ‘HANDRAILS END’.
13.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
21.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.05.1991 Repair ‘CEMENT WAG. GAUGES’.
21.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 17 C’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
05.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘APCX 17 C’
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11.06.1992 Alteration complete ‘CONVERT 12 NO. ‘APCX’ PNEUMATIC HOPPER
WAGONS TO 110 KM/H OPERATION USING BOGIES FROM ‘AFSY’ WAGONS.
WAGONS ARE TO BE FITTED WITH RESILIENT SIDE BEARERS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘APLY’
AND STENCIL FOR 110 KM/H OPERATION. APCX 7-18. (RS4705)’. New class:
‘APLY’.

27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BEARERS’.
27.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1992 Repair ‘CARD OR CLIP HOLDER’.
27.06.1992 Repair ‘COUPLER KNUCKLE’.
27.06.1992 Repair ‘EMPTY LOAD VALVE’.
27.06.1992 Repair ‘GRADE CONTROL VALVE’.
27.06.1992 Repair ‘HANDRAILS END’.
27.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1992 Repair ‘SIDE BEARER’.
27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘APCX 17 C’
07.07.1992 Repair ‘CEMENT WAG. CONES’.
07.07.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.07.1992 Repair ‘CEMENT WAG. HATCH COVER’.
07.07.1992 Repair ‘CEMENT WAG. VALVES’.
10.12.1992 Repair ‘CEMENT WAG. CONES’.
10.12.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1992 Repair ‘CEMENT WAG. GAUGES’.
10.12.1992 Repair ‘CEMENT WAG. HATCH COVER’.
10.12.1992 Repair ‘CEMENT WAG. VALVES’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Alteration ‘ITEMS 3, 5, 7, 9 OF DRAWING 13-C-6437 TO HAVE MATERIAL

REMOVED TO GIVE GREATER CLEARANCE BETWEEN OPERATING ROD AND
BRACKET ASSEMBLY. MATERIAL TO BE CUT AWAY IN ACCORDANCE WITH
AMENDMENT C DWG 13-C-6437. APAX, APCL, APLX, APLY. (RS4761)’.

27.05.1993 Alteration ‘PLACE 12 NO. APLY HOPPER WAGONS ON EXCHANGE
BOGIES. RECLASSIFY WAGONS TO ‘APCX‘. APLY 7 - 18. (RS4797)’. New class:
‘APCX’.

17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BODY COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BRAKE PULL ROD’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Alteration ‘REMOVE HIGH SPEED BOGIES AND FIT EXCHANGE TYPE

BOGIES RECLASS TO ‘APLX’ WAGONS APLY 7,9,16,17 WEST KALGOOLIE AREA
MANAGER TO ARRANGE. (RS4939)’. New class: ‘APLX’.
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APLY 18

02.07.1993 Reclassified from wagon ‘APLY 18 T’ to ’ wagon ‘APCX 18 L’.

2.121 Wagon classification starting with ‘AQA’

AQAL 13

Details: wagon ‘AQAL 13 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $6700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS CMNT
Remarks: EX AOXX
BSG Code: FXQQ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 07.01.1992
Due Triple Valve: 01.03.1993
Last Lift: 14.04.1986
Cont Connector Type:] S
Cont Max Slots: 2

07.07.1990 Repair ‘SIDE STEP’.
25.07.1990 Repair ‘END HOSE’.
12.11.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘BOGIE SPRING’.

AQAL 19

15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘SIDE BEARER’.
02.01.1991 Repair ‘BRAKE BLOCK RB95’.
02.01.1991 Repair ‘BRAKE LEVER’.
02.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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02.01.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Repair ‘BRAKE LEVER’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AQAX 1

13.07.1987 Reclassified from wagon ‘AQAX 1 F’ to ’ wagon ‘AZVL 1 P’.

AQAX 2

Details: wagon ‘AQAX 2 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $6650
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS CMNT
Remarks: EX FOX
BSG Code: FXQQ

Capacity of 52 tonnes

Fleet Grp Code: AD
Return to Service Date: 03.04.1992
Due Triple Valve: 16.07.1991
Last Brake Cylinder: 16.07.1990
Last Lift: 13.08.1982
Cont Connector Type:] S
Cont Max Slots: 2

16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘HANDRAILS END’.
16.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1990 Repair ‘STEP’.
16.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRANCH PIPE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘STEP’.

AQAX 3

06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘HANDRAILS END’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AQAX 4

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRAKE PIN’.
08.05.1991 Repair ‘SIDE BEARER’.
08.05.1991 Repair ‘SIDE BEARER’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1994 Repair ‘VEHICLE SOLD’.

AQAX 5

Details: wagon ‘AQAX 5 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $6650
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS CMNT
Remarks: EX FOX
BSG Code: FXQQ
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Capacity of 52 tonnes

Fleet Grp Code: AD
Return to Service Date: 14.06.1991
Due Triple Valve: 19.12.1988
Last Single Car Test: 17.07.1990
Last Lift: 28.10.1985
Cont Connector Type:] S
Cont Max Slots: 2

13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘HANDRAILS END’.
13.11.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1991 Repair ‘VEHICLE COMPLETE’.

AQAX 6

17.01.1990 Reclassified from wagon ‘AQAX 6 E’ to ’ wagon ‘AQAY 6 X’.

AQAX 7

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘SIDE BEARER’.
27.02.1990 Repair ‘TOP CENTRE PLATE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1990 Repair ‘ISOLATING COCK’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1990 Repair ‘STANCHION’.
06.12.1990 Repair ‘STANCHION’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘STANCHION’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AQAX 8

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE LEVER’.
30.08.1989 Repair ‘STEP’.
18.12.1989 Repair ‘STEP’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE COMPLETE’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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29.12.1989 Repair ‘STRIKING CASTING’.
29.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.12.1989 Repair ‘VEHICLE STENCILS’.
07.06.1991 Repair ‘STEP’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AQAX 9

Details: wagon ‘AQAX 9 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $6650
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS CMNT
Remarks: W/O 25.04.92
BSG Code: FXQQ

Capacity of 52 tonnes

Fleet Grp Code: AD
Return to Service Date: 13.05.1992
Due Triple Valve: 01.02.1993
Last Brake Cylinder: 08.05.1991
Last Single Car Test: 14.05.1992
Last Lift: 26.05.1987
Cont Connector Type:] S
Cont Max Slots: 2

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘EMPTY LOAD VALVE’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1991 Repair ‘TOP CENTRE PLATE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘END HOSE’.

AQAX 10

Details: wagon ‘AQAX 10 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $6650
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS CMNT
Remarks: W/O 25.04.92
BSG Code: FXQQ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 13.05.1992
Last Single Car Test: 14.05.1992
Last Lift: 28.03.1983
Cont Connector Type:] S
Cont Max Slots: 2

21.03.1991 Repair ‘HANDRAILS END’.
15.04.1991 Repair ‘HANDRAILS END’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AQAX 11

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BEARERS’.
02.11.1989 Repair ‘BRAKE LEVER’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘EMPTY LOAD VALVE’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1991 Repair ‘TOP CENTRE PLATE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘END HOSE’.
24.03.1994 Repair ‘VEHICLE SOLD’.
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AQAX 12

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
28.11.1989 Repair ‘STEP’.
28.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AQAY 6

18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘VEHICLE COMPLETE’.
18.08.1989 Repair ‘VEHICLE STENCILS’.
18.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQAX 6 E’
20.12.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO S.G. BOGIES OF

(6) NO. ‘AQAL/AQAX’ WAGONS IN ACCORDANCE WITH ME STANDARD R31
AND RECLASSIFY TO ‘AQAY’ WAGONS. STENCIL ‘NOT TO EXCEED 80 KM/H
ON ANGASTON LINE’ ON WAGON, AND ‘FOR AQAY WAGONS ONLY’ ON S.G.
BOGIES FITTED WITH RSB‘S. 6 NO. AQAL/AQAX TO BE SELECTED. (RS4469)’.
New class: ‘AQAY’.

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘COUPLER COMPLETE’.
17.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.01.1990 Repair ‘SIDE BEARER’.
17.01.1990 Repair ‘TOP CENTRE PLATE’.
17.01.1990 Repair ‘VEHICLE RECLASSIFY’.
17.01.1990 Repair ‘YOKE COMPLETE’.
17.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQAX 6 E’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘TRAIN PIPE’.
30.04.1990 Repair ‘WHEEL SET’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘SIDE BEARER’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRANCH PIPE’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AQAY 14

30.06.1992 Reclassified from wagon ‘AQAY 14 V’ to ’ wagon ‘AZFF 114 X’.
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AQAY 15

12.06.1992 Reclassified from wagon ‘AQAY 15 H’ to ’ wagon ‘AZFF 13 P’.

AQAY 16

30.06.1992 Reclassified from wagon ‘AQAY 16 Q’ to ’ wagon ‘AZFF 116 D’.

AQAY 17

30.06.1992 Reclassified from wagon ‘AQAY 17 C’ to ’ wagon ‘AZFF 117 M’.

AQAY 18

30.06.1992 Reclassified from wagon ‘AQAY 18 L’ to ’ wagon ‘AZFF 118 V’.

2.122 Wagon classification starting with ‘AQB’

AQBF 1

Details: wagon ‘AQBF 1 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB F-7
Date Built: 03.04.1930
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FCS;TO TAS 04.09.87;STORED
BSG Code: FTQQ

Fleet Grp Code: AC WT
Return to Service Date: 16.10.1991
Last Lift: 29.10.1982

09.02.1990 Alteration ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT NEW E.Z.
ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘20.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 1 M’
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16.10.1991 Alteration complete ‘RECLASS AQBY TO AQBF (TO ENABLE CLASS TO BE
USED ON MAINLAND, REFER DON BAKER) (2138)’. New class: ‘AQBF’.

AQBF 2

Details: wagon ‘AQBF 2 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB F-7
Date Built: 13.05.1930
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FCS;TO TAS 25.08.87;STORED
BSG Code: FTQQ

Fleet Grp Code: AC WT
Return to Service Date: 16.10.1991
Last Lift: 17.06.1983

09.02.1990 Alteration ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT NEW E.Z.
ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘20.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 2 V’
16.10.1991 Alteration complete ‘RECLASS AQBY TO AQBF (TO ENABLE CLASS TO BE

USED ON MAINLAND, REFER DON BAKER) (2138)’. New class: ‘AQBF’.

AQBF 6

Details: wagon ‘AQBF 6 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $2730
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB F-7
Date Built: 07.05.1930
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FCS;TO TAS 10.09.87;STORED
BSG Code: FTQQ

Corporate ID flag: Y
Fleet Grp Code: AC WT
Return to Service Date: 16.10.1991
Last Lift: 01.08.1983

09.02.1990 Alteration ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT NEW E.Z.
ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘20.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 6 L’
16.10.1991 Alteration complete ‘RECLASS AQBY TO AQBF (TO ENABLE CLASS TO BE

USED ON MAINLAND, REFER DON BAKER) (2138)’. New class: ‘AQBF’.

AQBF 7

Details: wagon ‘AQBF 7 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB F-7
Date Built: 04.04.1930
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FCS;TO TAS 25.08.87;STORED
BSG Code: FTQQ

Corporate ID flag: Y
Fleet Grp Code: AC WT
Return to Service Date: 16.10.1991
Last Lift: 01.08.1983
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09.02.1990 Alteration ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT NEW E.Z.
ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘20.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 7 U’
16.10.1991 Alteration complete ‘RECLASS AQBY TO AQBF (TO ENABLE CLASS TO BE

USED ON MAINLAND, REFER DON BAKER) (2138)’. New class: ‘AQBF’.

AQBY 1

16.10.1991 Reclassified from wagon ‘AQBY 1 M’ to ’ wagon ‘AQBF 1 F’.
31.08.1994 Reclassified from wagon ‘AQBY 1 M’ to ’ wagon ‘RQCY 1 J’.

AQBY 2

16.10.1991 Reclassified from wagon ‘AQBY 2 V’ to ’ wagon ‘AQBF 2 Y’.
27.09.1994 Reclassified from wagon ‘AQBY 2 V’ to ’ wagon ‘RQCY 2 S’.

AQBY 3

07.06.1990 Reclassified from wagon ‘AQBY 3 H’ to ’ wagon ‘TR 7 E’.
29.09.1994 Reclassified from wagon ‘AQBY 3 H’ to ’ wagon ‘RQCY 3 E’.

AQBY 4

01.05.1991 Reclassified from wagon ‘AQBY 4 Q’ to ’ wagon ‘TR 14 X’.
06.07.1994 Reclassified from wagon ‘AQBY 4 Q’ to ’ wagon ‘RQCY 4 N’.

AQBY 5

21.01.1991 Reclassified from wagon ‘AQBY 5 C’ to ’ wagon ‘TR 13 W’.
19.06.1994 Reclassified from wagon ‘AQBY 5 C’ to ’ wagon ‘RQCY 5 W’.

AQBY 6

16.10.1991 Reclassified from wagon ‘AQBY 6 L’ to ’ wagon ‘AQBF 6 E’.

AQBY 7

16.10.1991 Reclassified from wagon ‘AQBY 7 U’ to ’ wagon ‘AQBF 7 N’.
11.06.1994 Reclassified from wagon ‘AQBY 7 U’ to ’ wagon ‘RQCY 7 R’.

AQBY 8

30.05.1991 Reclassified from wagon ‘AQBY 8 G’ to ’ wagon ‘TR 15 R’.

AQBY 9

06.06.1990 Reclassified from wagon ‘AQBY 9 P’ to ’ wagon ‘TR 5 J’.
07.11.1994 Reclassified from wagon ‘AQBY 9 P’ to ’ wagon ‘RQCY 9 M’.
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AQBY 10

16.10.1990 Reclassified from wagon ‘AQBY 10 L’ to ’ wagon ‘TR 12 N’.

AQBY 11

30.04.1994 Reclassified from wagon ‘AQBY 11 U’ to ’ wagon ‘RQCY 11 R’.

AQBY 12

26.08.1994 Reclassified from wagon ‘AQBY 12 G’ to ’ wagon ‘RQCY 12 D’.

AQBY 15

25.04.1994 Reclassified from wagon ‘AQBY 15 K’ to ’ wagon ‘RQCY 15 H’.

AQBY 16

11.06.1994 Reclassified from wagon ‘AQBY 16 T’ to ’ wagon ‘RQCY 16 Q’.

AQBY 17

29.04.1994 Reclassified from wagon ‘AQBY 17 F’ to ’ wagon ‘RQCY 17 C’.

AQBY 18

12.05.1994 Reclassified from wagon ‘AQBY 18 Y’ to ’ wagon ‘RQCY 18 L’.

AQBY 19

26.07.1994 Reclassified from wagon ‘AQBY 19 A’ to ’ wagon ‘RQCY 19 U’.

AQBY 21

07.05.1994 Reclassified from wagon ‘AQBY 21 F’ to ’ wagon ‘RQCY 21 C’.

AQBY 22

29.12.1994 Reclassified from wagon ‘AQBY 22 Y’ to ’ wagon ‘RQCY 22 L’.

AQBY 23

12.06.1994 Reclassified from wagon ‘AQBY 23 A’ to ’ wagon ‘RQCY 23 U’.

AQBY 25

18.06.1994 Reclassified from wagon ‘AQBY 25 S’ to ’ wagon ‘RQCY 25 P’.

AQBY 26

13.06.1994 Reclassified from wagon ‘AQBY 26 E’ to ’ wagon ‘RQCY 26 B’.
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AQBY 28

01.07.1994 Reclassified from wagon ‘AQBY 28 W’ to ’ wagon ‘RQCY 28 T’.

AQBY 29

26.04.1994 Reclassified from wagon ‘AQBY 29 X’ to ’ wagon ‘RQCY 29 F’.

AQBY 30

19.06.1994 Reclassified from wagon ‘AQBY 30 E’ to ’ wagon ‘RQCY 30 B’.

AQBY 32

28.05.1994 Reclassified from wagon ‘AQBY 32 W’ to ’ wagon ‘RQCY 32 T’.

AQBY 33

15.06.1994 Reclassified from wagon ‘AQBY 33 X’ to ’ wagon ‘RQCY 33 F’.

AQBY 34

06.10.1994 Reclassified from wagon ‘AQBY 34 R’ to ’ wagon ‘RQCY 34 Y’.

AQBY 35

04.06.1994 Reclassified from wagon ‘AQBY 35 D’ to ’ wagon ‘RQCY 35 A’.

AQBY 39

29.05.1994 Reclassified from wagon ‘AQBY 39 Q’ to ’ wagon ‘RQCY 39 N’.

AQBY 42

16.05.1994 Reclassified from wagon ‘AQBY 42 H’ to ’ wagon ‘RQCY 42 E’.

AQBY 43

29.05.1994 Reclassified from wagon ‘AQBY 43 Q’ to ’ wagon ‘RQCY 43 N’.

AQBY 45

17.05.1994 Reclassified from wagon ‘AQBY 45 L’ to ’ wagon ‘RQCY 45 X’.

AQBY 46

29.05.1994 Reclassified from wagon ‘AQBY 46 U’ to ’ wagon ‘RQCY 46 R’.

AQBY 48

27.04.1994 Reclassified from wagon ‘AQBY 48 P’ to ’ wagon ‘RQCY 48 M’.
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AQBY 51

05.05.1994 Reclassified from wagon ‘AQBY 51 G’ to ’ wagon ‘RQCY 51 D’.

AQBY 53

13.06.1994 Reclassified from wagon ‘AQBY 53 B’ to ’ wagon ‘RQCY 53 V’.

AQBY 54

04.06.1994 Reclassified from wagon ‘AQBY 54 K’ to ’ wagon ‘RQCY 54 H’.

AQBY 55

04.06.1994 Reclassified from wagon ‘AQBY 55 T’ to ’ wagon ‘RQCY 55 Q’.

AQBY 56

12.08.1994 Reclassified from wagon ‘AQBY 56 F’ to ’ wagon ‘RQCY 56 C’.

AQBY 57

27.05.1994 Reclassified from wagon ‘AQBY 57 Y’ to ’ wagon ‘RQCY 57 L’.

AQBY 59

20.05.1994 Reclassified from wagon ‘AQBY 59 J’ to ’ wagon ‘RQCY 59 G’.

AQBY 60

13.10.1994 Reclassified from wagon ‘AQBY 60 F’ to ’ wagon ‘RQCY 60 C’.

AQBY 61

20.07.1994 Reclassified from wagon ‘AQBY 61 Y’ to ’ wagon ‘RQCY 61 L’.

AQBY 62

11.06.1994 Reclassified from wagon ‘AQBY 62 A’ to ’ wagon ‘RQCY 62 U’.

AQBY 63

15.09.1994 Reclassified from wagon ‘AQBY 63 J’ to ’ wagon ‘RQCY 63 G’.

AQBY 64

27.05.1994 Reclassified from wagon ‘AQBY 64 S’ to ’ wagon ‘RQCY 64 P’.

AQBY 66

02.05.1994 Reclassified from wagon ‘AQBY 66 N’ to ’ wagon ‘RQCY 66 K’.
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AQBY 68

20.04.1994 Reclassified from wagon ‘AQBY 68 X’ to ’ wagon ‘RQCY 68 F’.

AQBY 71

12.09.1994 Reclassified from wagon ‘AQBY 71 W’ to ’ wagon ‘RQCY 71 T’.

2.123 Wagon classification starting with ‘AQC’

AQCX 31

06.06.1994 Reclassified from wagon ‘AQCX 31 M’ to ’ wagon ‘RQCX 31 G’.

AQCX 44

18.06.1994 Reclassified from wagon ‘AQCX 44 B’ to ’ wagon ‘RQCX 44 S’.

AQCX 52

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.10.1989 Repair ‘HANDRAILS END’.
22.02.1990 Repair ‘STEP’.
21.06.1990 Repair ‘STEP’.
30.06.1990 Repair ‘STEP’.
20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BOGIE COMPLETE’.
20.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘HANDRAILS END’.
01.05.1991 Repair ‘STEP’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘STEP’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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18.08.1993 Repair ‘STEP’.
14.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.

AQCX 69

18.10.1994 Reclassified from wagon ‘AQCX 69 Q’ to ’ wagon ‘RQCX 69 K’.

AQCX 70

22.07.1994 Reclassified from wagon ‘AQCX 70 M’ to ’ wagon ‘RQCX 70 G’.

AQCX 76

24.05.1994 Reclassified from wagon ‘AQCX 76 U’ to ’ wagon ‘RQTY 76 A’.

AQCX 84

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRAKE BLOCK RB95’.
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1990 Repair ‘EMPTY LOAD VALVE’.
28.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1991 Repair ‘STEP’.
04.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AQCX 88

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AQCX 113

24.05.1994 Reclassified from wagon ‘AQCX 113 V’ to ’ wagon ‘RQTY 113 B’.

AQCY 6

21.05.1994 Reclassified from wagon ‘AQCY 6 Y’ to ’ wagon ‘RQCY 6 X’.
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AQCY 8

02.05.1994 Reclassified from wagon ‘AQCY 8 J’ to ’ wagon ‘RQCY 8 D’.

AQCY 14

25.10.1994 Reclassified from wagon ‘AQCY 14 E’ to ’ wagon ‘RQCY 14 V’.

AQCY 20

09.05.1994 Reclassified from wagon ‘AQCY 20 W’ to ’ wagon ‘RQCY 20 Q’.

AQCY 24

22.07.1996 Reclassified from wagon ‘AQCY 24 M’ to ’ wagon ‘RQCY 24 G’.

AQCY 36

05.07.1994 Reclassified from wagon ‘AQCY 36 P’ to ’ wagon ‘RQCY 36 J’.

AQCY 38

19.04.1994 Reclassified from wagon ‘AQCY 38 K’ to ’ wagon ‘RQCY 38 E’.

AQCY 40

16.05.1994 Reclassified from wagon ‘AQCY 40 P’ to ’ wagon ‘RQCY 40 J’.

AQCY 41

13.06.1994 Reclassified from wagon ‘AQCY 41 B’ to ’ wagon ‘RQCY 41 S’.

AQCY 47

15.05.1994 Reclassified from wagon ‘AQCY 47 J’ to ’ wagon ‘RQCY 47 D’.

AQCY 49

19.04.1994 Reclassified from wagon ‘AQCY 49 E’ to ’ wagon ‘RQCY 49 V’.

AQCY 50

14.06.1994 Reclassified from wagon ‘AQCY 50 A’ to ’ wagon ‘RQCY 50 R’.

AQCY 58

06.05.1994 Reclassified from wagon ‘AQCY 58 D’ to ’ wagon ‘RQCY 58 U’.

AQCY 65

16.05.1994 Reclassified from wagon ‘AQCY 65 H’ to ’ wagon ‘RQCY 65 B’.
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AQCY 67

06.07.1994 Reclassified from wagon ‘AQCY 67 C’ to ’ wagon ‘RQCY 67 T’.

AQCY 72

13.06.1994 Reclassified from wagon ‘AQCY 72 L’ to ’ wagon ‘RQCY 72 F’.

AQCY 75

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

2.124 Wagon classification starting with ‘AQD’

AQDW 5

11.03.1994 Reclassified from wagon ‘AQDW 5 A’ to ’ wagon ‘RQNW 5 B’.

AQDW 7

11.03.1994 Reclassified from wagon ‘AQDW 7 S’ to ’ wagon ‘RQNW 7 T’.

AQDW 8

21.03.1994 Reclassified from wagon ‘AQDW 8 E’ to ’ wagon ‘RQNW 8 F’.

AQDW 10

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

10.07.1989 Alteration complete ‘TRANSFER (6) ‘AQDW’ CONTAINER FLAT WAGONS
FROM BROAD TO STANDARD GAUGE (EXISTING BOGIES TO BE
CONVERTED). ALTERATION TO BE MADE AFTER AQKY 2-PACK (B.G.) ARE
MODIFIED. AQDW 6 TO BE SELECTED. (RS4432)’.

02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER
LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.

13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL
TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

14.03.1994 Reclassified from wagon ‘AQDW 10 J’ to ’ wagon ‘RQNW 10 K’.

AQDW 11

07.04.1994 Reclassified from wagon ‘AQDW 11 S’ to ’ wagon ‘RQNW 11 T’.
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AQDW 12

11.03.1994 Reclassified from wagon ‘AQDW 12 E’ to ’ wagon ‘RQNW 12 F’.

AQDW 13

01.03.1994 Reclassified from wagon ‘AQDW 13 N’ to ’ wagon ‘RQNW 13 Y’.

AQDW 14

24.02.1994 Reclassified from wagon ‘AQDW 14 W’ to ’ wagon ‘RQNW 14 A’.

AQDW 15

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER
LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.

13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL
TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

19.02.1994 Reclassified from wagon ‘AQDW 15 X’ to ’ wagon ‘RQNW 15 J’.

AQDW 16

11.03.1994 Reclassified from wagon ‘AQDW 16 R’ to ’ wagon ‘RQNW 16 S’.

AQDW 17

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 18

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.
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AQDW 19

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 20

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 21

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 22

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 23

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 24

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 25

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.
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07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 26

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

12.05.1988 Reclassified from wagon ‘AQDW 26 C’ to ’ wagon ‘VQDW 66 J’.

AQDW 27

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

AQDW 28

07.01.1987 Alteration complete ‘RECLASSIFY 12 VQDW TO AQDW WELD
RETRACTABLE END STEPS IN THE OUT POSITION (RS4175)’. New class:
‘AQDW’.

2.125 Wagon classification starting with ‘AQE’

AQEY 1868

26.05.1994 Reclassified from wagon ‘AQEY 1868 K’ to ’ wagon ‘RQEY 1868 E’.

AQEY 1869

09.05.1994 Reclassified from wagon ‘AQEY 1869 T’ to ’ wagon ‘RQEY 1869 N’.

AQEY 1870

13.07.1994 Reclassified from wagon ‘AQEY 1870 P’ to ’ wagon ‘RQEY 1870 J’.

AQEY 1871

16.05.1994 Reclassified from wagon ‘AQEY 1871 B’ to ’ wagon ‘RQEY 1871 S’.

AQEY 1872

19.10.1994 Reclassified from wagon ‘AQEY 1872 K’ to ’ wagon ‘RQEY 1872 E’.
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AQEY 1873

04.06.1994 Reclassified from wagon ‘AQEY 1873 T’ to ’ wagon ‘RQEY 1873 N’.

AQEY 1926

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1989 Repair ‘SIDE BEARER’.
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.12.1989 Repair ‘SIDE BEARER’.
07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1990 Repair ‘END HOSE’.
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

16.04.1990 Repair ‘HANDRAILS’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘BRAKE CONTROL PIPE’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘BOGIE SPRING’.
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31.07.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE STENCILS’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BEARERS’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1991 Repair ‘EMPTY LOAD VALVE’.
09.01.1991 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Repair ‘STEP’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘WHEEL SET’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

23.05.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE PULL ROD’.
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26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Repair ‘YOKE COMPLETE’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

14.02.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘CENTRE SILL’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

31.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.

AQEY 1927

04.06.1994 Reclassified from wagon ‘AQEY 1927 W’ to ’ wagon ‘RQEY 1927 Q’.

AQEY 1928

26.04.1994 Reclassified from wagon ‘AQEY 1928 X’ to ’ wagon ‘RQEY 1928 C’.

AQEY 1929

12.06.1994 Reclassified from wagon ‘AQEY 1929 R’ to ’ wagon ‘RQEY 1929 L’.

AQEY 1930

12.10.1994 Reclassified from wagon ‘AQEY 1930 N’ to ’ wagon ‘RQEY 1930 H’.
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AQEY 1931

03.05.1994 Reclassified from wagon ‘AQEY 1931 W’ to ’ wagon ‘RQEY 1931 Q’.

AQEY 1932

22.05.1994 Reclassified from wagon ‘AQEY 1932 X’ to ’ wagon ‘RQEY 1932 C’.

AQEY 1933

17.05.1994 Reclassified from wagon ‘AQEY 1933 R’ to ’ wagon ‘RQEY 1933 L’.

AQEY 1934

16.05.1994 Reclassified from wagon ‘AQEY 1934 D’ to ’ wagon ‘RQEY 1934 U’.

AQEY 1935

11.06.1994 Reclassified from wagon ‘AQEY 1935 M’ to ’ wagon ‘RQEY 1935 G’.

AQEY 1936

23.06.1994 Reclassified from wagon ‘AQEY 1936 V’ to ’ wagon ‘RQEY 1936 P’.

AQEY 1937

26.05.1994 Reclassified from wagon ‘AQEY 1937 H’ to ’ wagon ‘RQEY 1937 B’.

AQEY 1938

21.05.1993 Reclassified from wagon ‘AQEY 1938 Q’ to ’ wagon ‘AQRY 1938 J’.

AQEY 1939

10.06.1994 Reclassified from wagon ‘AQEY 1939 C’ to ’ wagon ‘RQEY 1939 T’.

AQEY 1940

17.05.1994 Reclassified from wagon ‘AQEY 1940 V’ to ’ wagon ‘RQEY 1940 P’.

AQEY 1941

06.05.1994 Reclassified from wagon ‘AQEY 1941 H’ to ’ wagon ‘RQEY 1941 B’.

AQEY 1942

05.05.1994 Reclassified from wagon ‘AQEY 1942 Q’ to ’ wagon ‘RQEY 1942 K’.

AQEY 1943

11.07.1994 Reclassified from wagon ‘AQEY 1943 C’ to ’ wagon ‘RQEY 1943 T’.
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AQEY 1944

30.04.1994 Reclassified from wagon ‘AQEY 1944 L’ to ’ wagon ‘RQEY 1944 F’.

AQEY 1945

29.06.1993 Reclassified from wagon ‘AQEY 1945 U’ to ’ wagon ‘AQRY 1945 N’.

AQEY 1946

30.05.1994 Reclassified from wagon ‘AQEY 1946 G’ to ’ wagon ‘RQEY 1946 A’.

AQEY 1947

29.04.1994 Reclassified from wagon ‘AQEY 1947 P’ to ’ wagon ‘RQEY 1947 J’.

AQEY 1949

06.05.1994 Reclassified from wagon ‘AQEY 1949 K’ to ’ wagon ‘RQEY 1949 E’.

AQEY 1950

26.07.1994 Reclassified from wagon ‘AQEY 1950 G’ to ’ wagon ‘RQEY 1950 A’.

AQEY 1951

11.06.1994 Reclassified from wagon ‘AQEY 1951 P’ to ’ wagon ‘RQEY 1951 J’.

AQEY 1952

20.05.1993 Reclassified from wagon ‘AQEY 1952 B’ to ’ wagon ‘AQRY 1952 R’.

AQEY 1953

03.06.1994 Reclassified from wagon ‘AQEY 1953 K’ to ’ wagon ‘RQEY 1953 E’.

AQEY 1954

27.05.1993 Reclassified from wagon ‘AQEY 1954 T’ to ’ wagon ‘AQRY 1954 M’.

AQEY 1955

18.09.1994 Reclassified from wagon ‘AQEY 1955 F’ to ’ wagon ‘RQEY 1955 W’.

AQEY 1956

29.04.1994 Reclassified from wagon ‘AQEY 1956 Y’ to ’ wagon ‘RQEY 1956 X’.

AQEY 1957

28.05.1994 Reclassified from wagon ‘AQEY 1957 A’ to ’ wagon ‘RQEY 1957 R’.
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AQEY 1958

16.05.1994 Reclassified from wagon ‘AQEY 1958 J’ to ’ wagon ‘RQEY 1958 D’.

AQEY 1959

04.05.1994 Reclassified from wagon ‘AQEY 1959 S’ to ’ wagon ‘RQEY 1959 M’.

AQEY 1960

29.04.1994 Reclassified from wagon ‘AQEY 1960 Y’ to ’ wagon ‘RQEY 1960 X’.

AQEY 1961

16.05.1994 Reclassified from wagon ‘AQEY 1961 A’ to ’ wagon ‘RQEY 1961 R’.

AQEY 1962

04.06.1994 Reclassified from wagon ‘AQEY 1962 J’ to ’ wagon ‘RQEY 1962 D’.

AQEY 1963

08.08.1994 Reclassified from wagon ‘AQEY 1963 S’ to ’ wagon ‘RQEY 1963 M’.

AQEY 1964

19.05.1994 Reclassified from wagon ‘AQEY 1964 E’ to ’ wagon ‘RQEY 1964 V’.

AQEY 1965

07.05.1994 Reclassified from wagon ‘AQEY 1965 N’ to ’ wagon ‘RQEY 1965 H’.

2.126 Wagon classification starting with ‘AQF’

AQFF 895

Details: wagon ‘AQFF 895 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 30.07.1952
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Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 30.03.1993
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 02.04.1993
Last Lift: 17.02.1983
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘WHEEL SET’.

AQFF 907

Details: wagon ‘AQFF 907 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 29.07.1952
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 15.10.1993
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 22.10.1993
Last Lift: 22.05.1980
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.10.1989 Repair ‘CARD OR CLIP HOLDER’.
30.10.1989 Repair ‘UNDERFRAME COMPLETE’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘STEP’.
30.01.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Repair ‘VEHICLE COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
13.03.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRAKE PULL ROD’.
10.05.1991 Repair ‘BRANCH PIPE’.
10.05.1991 Repair ‘SIDE BEARER’.
20.11.1991 Repair ‘TWIST LOCK’.
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18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BEARINGS’.
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1993 Repair ‘VEHICLE STENCILS’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘VEHICLE STENCILS’.

AQFF 909

01.12.1995 Reclassified from wagon ‘AQFF 909 Y’ to ’ wagon ‘AOKF 909 C’.

AQFF 919

07.11.1995 Reclassified from wagon ‘AQFF 919 W’ to ’ wagon ‘AOKF 919 K’.

AQFF 937

Details: wagon ‘AQFF 937 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 18.09.1952
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 06.11.1991
Due Triple Valve: 19.12.1991
Last Brake Cylinder: 19.12.1990
Last Single Car Test: 19.12.1990
Last Lift: 23.05.1980
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
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24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘VEHICLE STENCILS’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1991 Repair ‘VEHICLE COMPLETE’.
01.07.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Repair ‘LASHING POINT’.

AQFF 945

16.11.1995 Reclassified from wagon ‘AQFF 945 K’ to ’ wagon ‘AOKF 945 V’.

AQFF 964

Details: wagon ‘AQFF 964 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 22.08.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 06.11.1991
Due Triple Valve: 19.12.1991
Last Brake Cylinder: 19.12.1990
Last Single Car Test: 19.12.1990
Last Lift: 11.08.1983
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘LASHING POINT’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
17.01.1991 Repair ‘DOOR LOCK MECHANISM’.
06.11.1991 Repair ‘FLOOR COMPLETE’.
06.11.1991 Repair ‘LASHING POINT’.

AQFF 976

Details: wagon ‘AQFF 976 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 18.08.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
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BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 08.02.1991
Due Triple Valve: 13.03.1992
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991
Last Lift: 19.10.1981
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AQFY TO AQFF - RS4231 (RS3010)’. New
class: ‘AQFF’.

08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.

AQFF 1035

05.12.1995 Reclassified from wagon ‘AQFF 1035 Y’ to ’ wagon ‘AOKF 1035 C’.

AQFF 1044

Details: wagon ‘AQFF 1044 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 19.10.1954
Operating System: AN
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Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 27.05.1995
Due Triple Valve: 27.01.1994
Last Brake Cylinder: 27.01.1993
Last Single Car Test: 27.01.1993
Last Lift: 15.06.1981
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRANCH PIPE’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE PIN’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
03.08.1990 Repair ‘DOOR LOCK MECHANISM’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
01.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘BRANCH PIPE’.
01.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.08.1991 Repair ‘ISOLATING COCK’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘STEP’.
01.08.1991 Repair ‘STRIKING CASTING’.
01.08.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Repair ‘TRAIN PIPE’.
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01.08.1991 Repair ‘YOKE COMPLETE’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1992 Repair ‘VEHICLE STENCILS’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Repair ‘WHEEL SET’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.

AQFF 1070

Details: wagon ‘AQFF 1070 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 09.11.1953
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 27.05.1995
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 31.08.1982
Cont Connector Type:] B
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1990 Repair ‘BRAKE CONTROL PIPE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘VEHICLE STENCILS’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘VEHICLE STENCILS’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.

AQFF 1075

Details: wagon ‘AQFF 1075 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 28.06.1954
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 28.06.1993
Due Triple Valve: 29.06.1994
Last Brake Cylinder: 19.12.1990
Last Single Car Test: 29.06.1993
Last Lift: 14.02.1983
Cont Connector Type:] S
Cont Max Slots: 2
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15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.02.1992 Repair ‘VEHICLE STENCILS’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BODY COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘BRANCH PIPE’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘EMPTY LOAD VALVE’.
28.06.1993 Repair ‘GRADE CONTROL VALVE’.
28.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1993 Repair ‘TRAIN PIPE (END)’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.

AQFF 1083

Details: wagon ‘AQFF 1083 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
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Date Built: 22.06.1954
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 19.12.1992
Due Triple Valve: 19.12.1991
Last Brake Cylinder: 05.01.1993
Last Single Car Test: 05.01.1993
Last Lift: 07.05.1987
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
26.03.1991 Repair ‘END SILL’.
26.03.1991 Repair ‘STEP’.
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1992 Repair ‘BOGIE COMPLETE’.
19.12.1992 Repair ‘BRAKE PULL ROD’.
19.12.1992 Repair ‘BRANCH PIPE’.
19.12.1992 Repair ‘CARD OR CLIP HOLDER’.
19.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1992 Repair ‘STRIKING CASTING’.
19.12.1992 Repair ‘TRAIN PIPE (END)’.
19.12.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.

AQFF 1090

05.12.1995 Reclassified from wagon ‘AQFF 1090 R’ to ’ wagon ‘AOKF 1090 F’.
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AQFF 1093

Details: wagon ‘AQFF 1093 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 05.08.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 30.03.1993
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 13.06.1991
Last Single Car Test: 02.04.1993
Last Lift: 04.03.1983
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘VEHICLE COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘END BRAKE COCK’.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.03.1991 Repair ‘BRANCH PIPE’.
08.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘SIDE BEARER’.
08.03.1991 Repair ‘TRAIN PIPE’.
08.03.1991 Repair ‘YOKE COMPLETE’.
26.03.1991 Repair ‘END SILL’.
31.05.1991 Repair ‘YOKE CARRIER’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.02.1992 Repair ‘BRAKE PULL ROD’.
03.02.1992 Repair ‘BRANCH PIPE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.02.1992 Repair ‘END SILL’.
03.02.1992 Repair ‘STRIKING CASTING’.
03.02.1992 Repair ‘TRAIN PIPE (END)’.
03.02.1992 Repair ‘YOKE CARRIER’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.03.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘WHEEL SET’.

AQFF 1098

Details: wagon ‘AQFF 1098 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 27.07.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 22.01.1993
Due Triple Valve: 27.01.1994
Last Brake Cylinder: 27.01.1993
Last Single Car Test: 27.01.1993
Last Lift: 28.03.1983
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AQFY TO AQFF - RS4231 (RS3010)’. New
class: ‘AQFF’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.10.1989 Repair ‘TRAIN PIPE (END)’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘BRAKE PIN’.
15.10.1990 Repair ‘BRAKE PULL ROD’.
15.10.1990 Repair ‘BRANCH PIPE’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
27.06.1991 Repair ‘VEHICLE COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘BRANCH PIPE’.
23.01.1992 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1993 Repair ‘VEHICLE STENCILS’.

AQFF 1102

05.12.1995 Reclassified from wagon ‘AQFF 1102 Q’ to ’ wagon ‘AOKF 1102 E’.
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AQFF 1113

Details: wagon ‘AQFF 1113 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 184
Date Built: 30.09.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 30.07.1991
Due Triple Valve: 18.12.1991
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 18.12.1990
Last Lift: 01.04.1987
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘DISCHARGE DOOR’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
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22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM
UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

AQFF 1115

Details: wagon ‘AQFF 1115 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 21.11.1955
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 08.04.1992
Due Triple Valve: 17.12.1992
Last Brake Cylinder: 11.08.1988
Last Single Car Test: 17.12.1991
Last Lift: 07.02.1980
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1991 Repair ‘LASHING POINT’.
20.06.1991 Repair ‘END FRAME MEMBER’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BEARINGS’.
16.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1991 Repair ‘FLOOR COMPLETE’.
06.11.1991 Repair ‘LASHING POINT’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1991 Repair ‘VEHICLE STENCILS’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BODY COMPLETE’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
08.04.1992 Repair ‘TWIST LOCK’.
22.03.1994 Alteration ‘REMOVAL OF EXISTING STRENGTHENING PLATE FROM

UNDERFRAME NEAR BODY BOLSTER AND REPLACING IT WITH A LARGER
AND STRONGER STRENGTHENING PLATE AOKF ALL (RS4850)’.

AQFF 1120

10.11.1995 Reclassified from wagon ‘AQFF 1120 Y’ to ’ wagon ‘AOKF 1120 C’.

AQFF 1232

Details: wagon ‘AQFF 1232 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 197
Date Built: 01.06.1956
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 15.10.1993
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 25.10.1993
Last Lift: 25.11.1986
Cont Connector Type:] S
Cont Max Slots: 2

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BEARINGS’.
12.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘SIDE BEARER’.
18.02.1991 Repair ‘TRAIN PIPE’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1992 Repair ‘VEHICLE STENCILS’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BRANCH PIPE’.
23.07.1992 Repair ‘END BRAKE COCK’.
23.07.1992 Repair ‘TRAIN PIPE (END)’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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18.02.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘WHEEL SET’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1993 Repair ‘VEHICLE STENCILS’.

AQFF 1235

Details: wagon ‘AQFF 1235 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 09.03.1956
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 30.06.1993
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 02.08.1993
Last Lift: 02.04.1980
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.06.1990 Repair ‘YOKE CARRIER’.
08.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1990 Repair ‘SIDE BEARER’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BEARINGS’.
12.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘VEHICLE STENCILS’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1991 Repair ‘DOOR LOCK MECHANISM’.
24.06.1991 Repair ‘STRIKING CASTING’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRANCH PIPE’.
02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.10.1991 Repair ‘FLOOR SHEETING’.
20.11.1991 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘BODY COMPLETE’.
28.01.1992 Repair ‘DOOR HINGES AND PINS’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BRAKE BLOCK RB95’.
04.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘VEHICLE COMPLETE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE COMPLETE’.
17.12.1992 Repair ‘BRAKE LEVER’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BRAKE BLOCK RB95’.
30.06.1993 Repair ‘VEHICLE STENCILS’.

AQFF 1270

Details: wagon ‘AQFF 1270 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 01.01.1952
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 18.02.1993
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 24.02.1993
Last Lift: 06.10.1981
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.09.1990 Repair ‘VEHICLE COMPLETE’.
28.11.1990 Repair ‘DOOR LOCK MECHANISM’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARINGS’.
14.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
08.01.1991 Repair ‘DOOR LOCK MECHANISM’.
22.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE BEARERS’.
28.02.1991 Repair ‘BOGIE SPRING’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1991 Repair ‘SIDE BEARER’.
28.02.1991 Repair ‘TOP CENTRE PLATE’.
28.02.1991 Repair ‘TRAIN PIPE (END)’.
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28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Repair ‘WEAR PLATES & SADDLES’.
03.05.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1993 Repair ‘VEHICLE STENCILS’.

AQFF 1281

Details: wagon ‘AQFF 1281 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 183
Date Built: 10.01.1956
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 13.05.1991
Due Triple Valve: 18.12.1991
Last Brake Cylinder: 18.12.1990
Last Single Car Test: 18.12.1990
Last Lift: 12.11.1981
Cont Connector Type:] S
Cont Max Slots: 2

15.11.1984 Alteration complete ‘REMOVE DECK AND BODY AND FIT SECURING
EQUIPMENT FOR CARRIAGE OF ORE CONTAINERS. RECLASSIFY TO ‘AQFY‘.
24 NO. WAGONS TO BE SELECTED AND CONVERTED.–(AOEY WAGONS)
(RS4011)’. New class: ‘AQFY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
13.05.1991 Repair ‘DOOR HINGES AND PINS’.

AQFF 1321

07.11.1995 Reclassified from wagon ‘AQFF 1321 Y’ to ’ wagon ‘AOKF 1321 C’.

AQFF 1695

02.07.1996 Reclassified from wagon ‘AQFF 1695 M’ to ’ wagon ‘AZCF 1695 V’.

AQFF 1726

Details: wagon ‘AQFF 1726 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NN 69A
Date Built: 11.08.1961
Operating System: AN
Intended Use: ORE CONTAINERS
Remarks: EX AQFY
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 18.02.1993
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 24.02.1993
Last Lift: 13.04.1987
Cont Connector Type:] S
Cont Max Slots: 2

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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14.01.1988 Alteration complete ‘RECLASSIFY AQFY TO AQFF - RS4231 (RS3010)’. New
class: ‘AQFF’.

12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE WEAR PLATES’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘TOP CENTRE PLATE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE COMPLETE’.
08.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1991 Repair ‘SIDE BEARER’.
08.11.1991 Repair ‘YOKE CARRIER’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1992 Repair ‘BRAKE LEVER’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1992 Repair ‘TRAIN PIPE (END)’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1993 Repair ‘VEHICLE STENCILS’.

AQFY 895

02.12.1987 Reclassified from wagon ‘AQFY 895 E’ to ’ wagon ‘AQFF 895 U’.

AQFY 907

22.12.1987 Reclassified from wagon ‘AQFY 907 D’ to ’ wagon ‘AQFF 907 T’.

AQFY 937

24.12.1987 Reclassified from wagon ‘AQFY 937 E’ to ’ wagon ‘AQFF 937 U’.

AQFY 964

24.12.1987 Reclassified from wagon ‘AQFY 964 B’ to ’ wagon ‘AQFF 964 R’.

AQFY 976

28.09.1988 Reclassified from wagon ‘AQFY 976 E’ to ’ wagon ‘AQFF 976 U’.

AQFY 1044

22.12.1987 Reclassified from wagon ‘AQFY 1044 U’ to ’ wagon ‘AQFF 1044 N’.
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AQFY 1070

17.12.1987 Reclassified from wagon ‘AQFY 1070 X’ to ’ wagon ‘AQFF 1070 B’.

AQFY 1075

24.12.1987 Reclassified from wagon ‘AQFY 1075 H’ to ’ wagon ‘AQFF 1075 A’.

AQFY 1083

22.12.1987 Reclassified from wagon ‘AQFY 1083 U’ to ’ wagon ‘AQFF 1083 N’.

AQFY 1093

17.12.1987 Reclassified from wagon ‘AQFY 1093 F’ to ’ wagon ‘AQFF 1093 V’.

AQFY 1098

28.09.1988 Reclassified from wagon ‘AQFY 1098 E’ to ’ wagon ‘AQFF 1098 U’.

AQFY 1113

19.11.1987 Reclassified from wagon ‘AQFY 1113 R’ to ’ wagon ‘AQFF 1113 K’.

AQFY 1115

24.12.1987 Reclassified from wagon ‘AQFY 1115 M’ to ’ wagon ‘AQFF 1115 F’.

AQFY 1232

30.11.1987 Reclassified from wagon ‘AQFY 1232 X’ to ’ wagon ‘AQFF 1232 B’.

AQFY 1235

22.12.1987 Reclassified from wagon ‘AQFY 1235 M’ to ’ wagon ‘AQFF 1235 F’.

AQFY 1270

17.12.1987 Reclassified from wagon ‘AQFY 1270 W’ to ’ wagon ‘AQFF 1270 P’.

AQFY 1281

22.12.1987 Reclassified from wagon ‘AQFY 1281 Q’ to ’ wagon ‘AQFF 1281 J’.

AQFY 1726

17.03.1988 Reclassified from wagon ‘AQFY 1726 C’ to ’ wagon ‘AQFF 1726 S’.
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2.127 Wagon classification starting with ‘AQG’

AQGL 1

Details: wagon ‘AQGL 1 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-9
Date Built: 03.12.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AQGY(AFBA 8690)
BSG Code: FXQZ

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 06.07.1993
Due Triple Valve: 26.07.1992
Last Brake Cylinder: 26.07.1991
Last Single Car Test: 21.11.1991
Last Lift: 23.04.1986
Cont Connector Type:] B
Cont Max Slots: 2

27.03.1985 Alteration complete ‘FIT CONTAINER ANCHORS REMOVED FROM ‘FC’
AND ‘FCS’ CLASS FLAT WAGONS TO ‘AFFA’ CLASS FLAT WAGONS AND
RECLASSIFY TO ‘AQGY‘. VEHICLES TO BE USED FOR CARRIAGE OF GRAIN
CONTAINERS. 5 WAGONS TO BE SELECTED (RS4033)’.

11.03.1986 Alteration complete ‘FIT MULTI-HOLE PULL RODS AND XC BOGIES TO
FIVE(5) ‘AOGY’ FLAT WAGONS. RECLASSIFY TO ‘AQGL‘. NUMBERS TO BE 1V,
2H, 3Q, 4C, 5L. AOGY (RS4105)’.

26.07.1989 Repair ‘END BOARDS’.
26.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1990 Repair ‘HANDRAILS END’.
21.01.1991 Repair ‘FLOOR SHEETING’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
20.06.1991 Repair ‘STEP’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

3554



2.127. Wagon classification starting with ‘AQG’

26.07.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE STEP’.
19.11.1991 Repair ‘TRAIN PIPE’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.

AQGL 2

Details: wagon ‘AQGL 2 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-9
Date Built: 04.06.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AQGY(AFFA 8551)
BSG Code: FXQZ

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 27.10.1994
Due Triple Valve: 01.07.1988
Last Single Car Test: 24.10.1991
Last Lift: 23.04.1986
Cont Connector Type:] B
Cont Max Slots: 2

27.03.1985 Alteration complete ‘FIT CONTAINER ANCHORS REMOVED FROM ‘FC’
AND ‘FCS’ CLASS FLAT WAGONS TO ‘AFFA’ CLASS FLAT WAGONS AND
RECLASSIFY TO ‘AQGY‘. VEHICLES TO BE USED FOR CARRIAGE OF GRAIN
CONTAINERS. 5 WAGONS TO BE SELECTED (RS4033)’.

11.03.1986 Alteration complete ‘FIT MULTI-HOLE PULL RODS AND XC BOGIES TO
FIVE(5) ‘AOGY’ FLAT WAGONS. RECLASSIFY TO ‘AQGL‘. NUMBERS TO BE 1V,
2H, 3Q, 4C, 5L. AOGY (RS4105)’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘END BOARDS’.
24.08.1990 Repair ‘END BOARDS’.

3555



2. TIMS GROUP INFORMATION - WAGONS

15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BODY COMPLETE’.
23.10.1991 Repair ‘HANDRAILS END’.
23.10.1991 Repair ‘STEP’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.

AQGL 3

Details: wagon ‘AQGL 3 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-9
Date Built: 10.09.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AQGY(AFBA 8637)
BSG Code: FXQZ

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 24.06.1991
Due Triple Valve: 23.12.1989
Last Brake Cylinder: 23.12.1988
Last Lift: 24.04.1986
Cont Connector Type:] B
Cont Max Slots: 2

27.03.1985 Alteration complete ‘FIT CONTAINER ANCHORS REMOVED FROM ‘FC’
AND ‘FCS’ CLASS FLAT WAGONS TO ‘AFFA’ CLASS FLAT WAGONS AND
RECLASSIFY TO ‘AQGY‘. VEHICLES TO BE USED FOR CARRIAGE OF GRAIN
CONTAINERS. 5 WAGONS TO BE SELECTED (RS4033)’.

11.03.1986 Alteration complete ‘FIT MULTI-HOLE PULL RODS AND XC BOGIES TO
FIVE(5) ‘AOGY’ FLAT WAGONS. RECLASSIFY TO ‘AQGL‘. NUMBERS TO BE 1V,
2H, 3Q, 4C, 5L. AOGY (RS4105)’.

13.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.04.1990 Repair ‘HANDRAILS END’.
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20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1991 Repair ‘COUPLER COMPLETE’.

AQGL 4

Details: wagon ‘AQGL 4 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-9
Date Built: 23.04.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AQGY(FB 8522)
BSG Code: FXQZ

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: WC SV
Return to Service Date: 29.07.1991
Due Triple Valve: 22.12.1989
Last Brake Cylinder: 22.12.1988
Last Lift: 08.05.1985
Cont Connector Type:] B
Cont Max Slots: 2

27.03.1985 Alteration complete ‘FIT CONTAINER ANCHORS REMOVED FROM ‘FC’
AND ‘FCS’ CLASS FLAT WAGONS TO ‘AFFA’ CLASS FLAT WAGONS AND
RECLASSIFY TO ‘AQGY‘. VEHICLES TO BE USED FOR CARRIAGE OF GRAIN
CONTAINERS. 5 WAGONS TO BE SELECTED (RS4033)’.

11.03.1986 Alteration complete ‘FIT MULTI-HOLE PULL RODS AND XC BOGIES TO
FIVE(5) ‘AOGY’ FLAT WAGONS. RECLASSIFY TO ‘AQGL‘. NUMBERS TO BE 1V,
2H, 3Q, 4C, 5L. AOGY (RS4105)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
09.05.1990 Repair ‘HANDRAILS’.
20.08.1990 Repair ‘END BOARDS’.
20.08.1990 Repair ‘END BRAKE COCK’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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13.12.1990 Repair ‘STEP’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘TOP CENTRE PLATE’.

AQGL 5

Details: wagon ‘AQGL 5 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-9
Date Built: 04.06.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AQGY(AFFA 8547)
BSG Code: FXQZ

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WC SV
Return to Service Date: 06.07.1993
Due Triple Valve: 11.08.1988
Last Brake Cylinder: 06.08.1991
Last Single Car Test: 28.10.1991
Last Lift: 01.04.1985
Cont Connector Type:] B
Cont Max Slots: 2

27.03.1985 Alteration complete ‘FIT CONTAINER ANCHORS REMOVED FROM ‘FC’
AND ‘FCS’ CLASS FLAT WAGONS TO ‘AFFA’ CLASS FLAT WAGONS AND
RECLASSIFY TO ‘AQGY‘. VEHICLES TO BE USED FOR CARRIAGE OF GRAIN
CONTAINERS. 5 WAGONS TO BE SELECTED (RS4033)’.

11.03.1986 Alteration complete ‘FIT MULTI-HOLE PULL RODS AND XC BOGIES TO
FIVE(5) ‘AOGY’ FLAT WAGONS. RECLASSIFY TO ‘AQGL‘. NUMBERS TO BE 1V,
2H, 3Q, 4C, 5L. AOGY (RS4105)’.

12.07.1990 Repair ‘HANDRAILS END’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.08.1991 Repair ‘BRANCH PIPE’.
06.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1993 Repair ‘HANDRAILS’.
06.07.1993 Repair ‘HANDRAILS END’.
06.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AQGY 8522

22.07.1986 Reclassified from wagon ‘AQGY 8522 U’ to ’ wagon ‘AQGL 4 C’.

AQGY 8547

22.07.1986 Reclassified from wagon ‘AQGY 8547 M’ to ’ wagon ‘AQGL 5 L’.

2.128 Wagon classification starting with ‘AQH’

AQHF 8514

Details: wagon ‘AQHF 8514 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 09.04.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 17.04.1990
Last Lift: 01.11.1983
Cont Connector Type:] S
Cont Max Slots: 2
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03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

22.02.1990 Repair ‘VEHICLE COMPLETE’.
17.04.1990 Repair ‘TWIST LOCK’.

AQHF 8535

Details: wagon ‘AQHF 8535 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 14.05.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 23.12.1994
Last Lift: 22.04.1981
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

20.12.1989 Repair ‘FLOOR BOARDS’.
20.12.1989 Repair ‘VEHICLE RECLASSIFY’.
20.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8535 D’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
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AQHF 8544

Details: wagon ‘AQHF 8544 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 28.05.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 19.03.1990
Last Lift: 24.11.1983
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

12.12.1989 Repair ‘FLOOR BOARDS’.
12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8544 C’
19.03.1990 Repair ‘END HOSE’.

AQHF 8552

Details: wagon ‘AQHF 8552 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.6tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 11.06.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 01.03.1994
Last Lift: 30.07.1981
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

20.12.1989 Repair ‘FLOOR BOARDS’.
20.12.1989 Repair ‘VEHICLE RECLASSIFY’.
20.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8552 P’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.

AQHF 8554

Details: wagon ‘AQHF 8554 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 11.06.1927
Operating System: AN
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Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 12.12.1994
Due Triple Valve: 02.12.1988
Last Lift: 13.03.1984
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

13.02.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.

AQHF 8558

Details: wagon ‘AQHF 8558 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 18.06.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 09.05.1995
Last Lift: 21.11.1983
Cont Connector Type:] S
Cont Max Slots: 2
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03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

08.02.1990 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.

AQHF 8571

Details: wagon ‘AQHF 8571 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 02.07.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 13.04.1994
Due Triple Valve: 01.12.1987
Last Lift: 29.11.1985
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

20.12.1989 Repair ‘FLOOR BOARDS’.
20.12.1989 Repair ‘VEHICLE RECLASSIFY’.
20.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8571 W’
21.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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10.01.1994 Repair ‘HANDRAILS’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.

AQHF 8583

Details: wagon ‘AQHF 8583 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 09.07.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 07.02.1994
Last Lift: 01.12.1980
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

20.12.1989 Repair ‘FLOOR BOARDS’.
20.12.1989 Repair ‘VEHICLE RECLASSIFY’.
20.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8583 C’
07.02.1994 Repair ‘VEHICLE COMPLETE’.

AQHF 8596

Details: wagon ‘AQHF 8596 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 03.07.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 13.12.1994
Due Triple Valve: 01.12.1987
Last Lift: 01.10.1985
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

08.02.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.

AQHF 8647

Details: wagon ‘AQHF 8647 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 17.09.1927
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Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 12.12.1989
Last Lift: 16.11.1982
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

12.12.1989 Repair ‘FLOOR BOARDS’.
12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8647 N’

AQHF 8651

Details: wagon ‘AQHF 8651 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 24.09.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 13.04.1994
Last Lift: 22.02.1984
Cont Connector Type:] S
Cont Max Slots: 2
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03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

04.12.1989 Repair ‘BOGIE COMPLETE’.
04.12.1989 Repair ‘FLOOR BOARDS’.
04.12.1989 Repair ‘VEHICLE RECLASSIFY’.
04.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFFA 8651 N’
10.01.1994 Repair ‘HANDRAILS END’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.

AQHF 8652

Details: wagon ‘AQHF 8652 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 24.09.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFBA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WC SV
Return to Service Date: 20.12.1989
Last Lift: 27.04.1979
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.
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20.12.1989 Repair ‘FLOOR BOARDS’.
20.12.1989 Repair ‘VEHICLE RECLASSIFY’.
20.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFBA 8652 K’

AQHF 8665

Details: wagon ‘AQHF 8665 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 08.10.1927
Operating System: AN
Intended Use: LIME CONTAINERS
Remarks: EX AFFA
BSG Code: FSQZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WC SV
Return to Service Date: 09.07.1993
Last Single Car Test: 12.07.1993
Last Lift: 01.09.1981
Cont Connector Type:] S
Cont Max Slots: 2

03.08.1989 Alteration complete ‘MODIFY 13 NO. ‘AFFA/AFBA’ WAGONS FOR LIME
TRAFFIC AS FOLLOWS: 1. REMOVE TIMBER FLOOR 2. MODIFY AS PER DRG.
A1/WI-4, A2/WI-5 3. PLACE WAGONS ON 50 T RIDE CONTROL BOGIES 4. USE
WAGONS WITH HEAVY DUTY DRAFT GEAR ONLY. 5. RECLASSIFY TO ‘AQHF‘.
AFFA 8514,8535,8544,8552,8554,8558,8571,8583,8596,8647,8651,8652,8665.
(RS4441)’. New class: ‘AQHF’.

22.02.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1993 Repair ‘BOGIE COMPLETE’.
09.07.1993 Repair ‘BRAKE PIN’.
09.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
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2.129 Wagon classification starting with ‘AQJ’

AQJY 1

11.06.1994 Reclassified from wagon ‘AQJY 1 N’ to ’ wagon ‘RQJY 1 H’.

AQJY 2

21.04.1994 Reclassified from wagon ‘AQJY 2 W’ to ’ wagon ‘RQJY 2 Q’.

AQJY 3

05.07.1994 Reclassified from wagon ‘AQJY 3 X’ to ’ wagon ‘RQJY 3 C’.

AQJY 4

20.04.1994 Reclassified from wagon ‘AQJY 4 R’ to ’ wagon ‘RQJY 4 L’.

AQJY 5

26.05.1994 Reclassified from wagon ‘AQJY 5 D’ to ’ wagon ‘RQJY 5 U’.

AQJY 6

12.06.1994 Reclassified from wagon ‘AQJY 6 M’ to ’ wagon ‘RQJY 6 G’.

AQJY 7

11.06.1994 Reclassified from wagon ‘AQJY 7 V’ to ’ wagon ‘RQJY 7 P’.

AQJY 8

20.07.1994 Reclassified from wagon ‘AQJY 8 H’ to ’ wagon ‘RQJY 8 B’.

AQJY 9

04.06.1994 Reclassified from wagon ‘AQJY 9 Q’ to ’ wagon ‘RQJY 9 K’.

AQJY 10

21.04.1994 Reclassified from wagon ‘AQJY 10 M’ to ’ wagon ‘RQJY 10 G’.

AQJY 11

24.05.1994 Reclassified from wagon ‘AQJY 11 V’ to ’ wagon ‘RQJY 11 P’.

AQJY 12

04.06.1994 Reclassified from wagon ‘AQJY 12 H’ to ’ wagon ‘RQJY 12 B’.
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AQJY 13

09.05.1994 Reclassified from wagon ‘AQJY 13 Q’ to ’ wagon ‘RQJY 13 K’.

AQJY 15

06.05.1994 Reclassified from wagon ‘AQJY 15 L’ to ’ wagon ‘RQJY 15 F’.

AQJY 16

04.06.1994 Reclassified from wagon ‘AQJY 16 U’ to ’ wagon ‘RQJY 16 Y’.

AQJY 17

05.05.1994 Reclassified from wagon ‘AQJY 17 G’ to ’ wagon ‘RQJY 17 A’.

AQJY 18

18.06.1994 Reclassified from wagon ‘AQJY 18 P’ to ’ wagon ‘RQJY 18 J’.

AQJY 19

04.06.1994 Reclassified from wagon ‘AQJY 19 B’ to ’ wagon ‘RQJY 19 S’.

AQJY 20

22.04.1994 Reclassified from wagon ‘AQJY 20 U’ to ’ wagon ‘RQJY 20 Y’.

AQJY 21

24.05.1994 Reclassified from wagon ‘AQJY 21 G’ to ’ wagon ‘RQJY 21 A’.

AQJY 22

22.04.1994 Reclassified from wagon ‘AQJY 22 P’ to ’ wagon ‘RQJY 22 J’.

2.130 Wagon classification starting with ‘AQK’

AQKY 1

Details: wagon ‘AQKY 1 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 3X2
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Original Cost: $15720
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 25.09.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

07.09.1989 Repair ‘END HOSE’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFKX 1 N’
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘VEHICLE COMPLETE’.
04.05.1990 Repair ‘VEHICLE RECLASSIFY’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 1 N’
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

31.07.1990 Repair ‘COUPLER COMPLETE’.
31.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.07.1990 Repair ‘TOP CENTRE PLATE’.
31.07.1990 Repair ‘TRAIN PIPE’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE BEARERS’.
13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB101’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
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15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘BRAKE BLOCK RB101’.
15.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘WHEEL SET’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE LEVER’.
30.11.1990 Repair ‘BRAKE PULL ROD’.
30.11.1990 Repair ‘COUPLER KNUCKLE’.
30.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1990 Repair ‘EMPTY LOAD VALVE’.
30.11.1990 Repair ‘GRADE CONTROL VALVE’.
30.11.1990 Repair ‘STANCHION’.
30.11.1990 Repair ‘STANCHION’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
23.12.1990 Repair ‘BRAKE BLOCK RB101’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE WEAR PLATES’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘TWIST LOCK’.
07.01.1991 Repair ‘TWIST LOCK’.
07.01.1991 Repair ‘TWIST LOCK’.
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘BOGIE BEARERS’.
09.03.1991 Repair ‘BOGIE BEARERS’.
09.03.1991 Repair ‘BOGIE BOLSTER’.
09.03.1991 Repair ‘BOGIE SIDEFRAME’.
09.03.1991 Repair ‘BOGIE SPRING’.
09.03.1991 Repair ‘BRAKE BLOCK RB101’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘SIDE BEARER’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BEARERS’.
30.04.1991 Repair ‘BOGIE BEARERS’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Repair ‘BRAKE BLOCK RB101’.
22.05.1991 Repair ‘BRAKE BLOCK RB101’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BEARERS’.
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14.06.1991 Repair ‘BOGIE BOLSTER’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘BRAKE BLOCK RB101’.
07.07.1991 Repair ‘BRAKE BLOCK RB101’.
10.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1991 Repair ‘BRAKE BLOCK RB101’.
10.08.1991 Repair ‘COUPLER KNUCKLE’.
10.08.1991 Repair ‘EMPTY LOAD VALVE’.
10.08.1991 Repair ‘GRADE CONTROL VALVE’.
10.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Repair ‘BRAKE BLOCK RB101’.
20.08.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BEARERS’.
17.09.1991 Repair ‘BRAKE BLOCK RB101’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘BRAKE BLOCK RB101’.
15.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘WHEEL SET’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB101’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘EMPTY LOAD VALVE’.
07.11.1991 Repair ‘GRADE CONTROL VALVE’.
07.11.1991 Repair ‘WHEEL SET’.
27.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

02.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
06.02.1992 Repair ‘CENTRE SILL’.
06.02.1992 Repair ‘COUPLER KNUCKLE’.
06.02.1992 Repair ‘EMPTY LOAD VALVE’.
06.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
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02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘BRAKE BLOCK RB101’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BEARERS’.
31.03.1992 Repair ‘SIDE BEARER’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE BEARERS’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BEARERS’.
19.05.1992 Repair ‘BOGIE BEARERS’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE SPRING’.
17.06.1992 Repair ‘BRAKE BLOCK RB101’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘WHEEL SET’.
10.10.1992 Repair ‘HANDRAILS END’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARINGS’.
21.10.1992 Repair ‘BOGIE BEARINGS’.
21.10.1992 Repair ‘BRAKE BLOCK RB101’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘WHEEL SET’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BEARERS’.
04.02.1993 Repair ‘BRAKE BLOCK OTHER’.
04.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.02.1993 Repair ‘BRAKE LEVER’.
04.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1993 Repair ‘SIDE BEARER’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

26.02.1993 Repair ‘BRAKE BLOCK RB101’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BEARERS’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘TWIST LOCK’.
02.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘SIDE BEARER’.
01.06.1993 Repair ‘VEHICLE STENCILS’.
02.06.1993 Repair ‘VEHICLE STENCILS’.
22.07.1993 Repair ‘BRAKE BLOCK RB101’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 2

Details: wagon ‘AQKY 2 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 3X2
Original Cost: $15720
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
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Date Built: 25.09.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FBQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ WA SV
Return to Service Date: 07.02.1997
Due Triple Valve: 22.07.1988
Last Triple Valve: 15.12.1990
Last Brake Cylinder: 09.04.1992
Last Single Car Test: 21.06.1989
Last Lift: 05.02.1979
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

05.09.1989 Repair ‘STEP’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFKX 2 W’
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘VEHICLE STENCILS’.
07.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 2 W’
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

15.05.1990 Repair ‘COUPLER COMPLETE’.
15.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.05.1990 Repair ‘TOP CENTRE PLATE’.
15.05.1990 Repair ‘TRAIN PIPE’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BEARERS’.
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17.07.1990 Repair ‘BRAKE BLOCK RB101’.
17.07.1990 Repair ‘BRAKE BLOCK RB101’.
17.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘HANDRAILS’.
17.07.1990 Repair ‘SIDE BEARER’.
26.09.1990 Repair ‘BOGIE SPRING’.
18.11.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB101’.
04.12.1990 Repair ‘BRAKE BLOCK RB101’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘WHEEL SET’.
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.12.1990 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BEARERS’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘BRAKE BLOCK RB101’.
20.03.1991 Repair ‘BRAKE BLOCK RB101’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE BLOCK RB101’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

28.04.1991 Repair ‘BRAKE BLOCK RB101’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
17.05.1991 Repair ‘BRAKE BLOCK RB101’.
14.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1991 Repair ‘VEHICLE COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB101’.
19.06.1991 Repair ‘BRAKE LEVER’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB101’.
06.08.1991 Repair ‘BRAKE BLOCK RB101’.
14.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
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25.09.1991 Repair ‘BRAKE BLOCK RB101’.
27.09.1991 Repair ‘BRAKE BLOCK RB101’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
04.10.1991 Repair ‘BRAKE BLOCK RB101’.
12.10.1991 Repair ‘BRAKE BLOCK RB101’.
23.10.1991 Repair ‘BRAKE BLOCK RB101’.
27.10.1991 Repair ‘BRAKE BLOCK RB101’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘WHEEL SET’.
06.12.1991 Repair ‘BRAKE BLOCK RB101’.
15.12.1991 Repair ‘BRAKE BLOCK RB101’.
15.12.1991 Repair ‘COUPLER KNUCKLE’.
15.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.01.1992 Repair ‘BRAKE BLOCK RB101’.
14.01.1992 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.01.1992 Repair ‘BRAKE BLOCK RB101’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Repair ‘WHEEL SET’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘CENTRE SILL’.
13.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB101’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘BOGIE SIDEFRAME’.
25.03.1992 Repair ‘STEP’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘VEHICLE STENCILS’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘STEP’.
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26.08.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘COUPLER KNUCKLE’.
07.09.1992 Repair ‘SHUNT PAD’.
07.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1992 Repair ‘VEHICLE COMPLETE’.
07.09.1992 Repair ‘WHEEL SET’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘WHEEL SET’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE BOLSTER’.
06.02.1993 Repair ‘BOGIE SIDEFRAME’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
06.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BEARERS’.
05.03.1993 Repair ‘BRAKE BLOCK OTHER’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BOLSTER’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE BLOCK RB101’.
02.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘EMPTY LOAD VALVE’.
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02.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘VEHICLE STENCILS’.
22.12.1993 Repair ‘BOGIE BEARERS’.
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE BEARERS’.
30.12.1993 Repair ‘BRAKE BLOCK RB101’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1993 Repair ‘SIDE BEARER’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Repair ‘TWIST LOCK’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 3

Details: wagon ‘AQKY 3 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 3X2
Original Cost: $15720
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 28.09.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
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BSG Code: FBQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: HS WA SV
Return to Service Date: 20.02.1997
Last Brake Cylinder: 08.07.1992
Last Lift: 16.12.1986
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

14.09.1989 Repair ‘TRAIN PIPE’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFKX 3 X’
25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFKX 3 X’
03.01.1990 Repair ‘VEHICLE COMPLETE’.
03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFKX 3 X’
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘VEHICLE COMPLETE’.
17.05.1990 Repair ‘VEHICLE RECLASSIFY’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 3 X’
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Repair ‘TOP CENTRE PLATE’.
20.07.1990 Repair ‘TRAIN PIPE’.
24.08.1990 Repair ‘BRAKE BLOCK RB101’.
24.08.1990 Repair ‘BRAKE BLOCK RB101’.
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24.08.1990 Repair ‘BRAKE PIN’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘SIDE SILL’.
24.08.1990 Repair ‘VEHICLE STENCILS’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE BEARERS’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘BRANCH PIPE’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘END HOSE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘WHEEL SET’.
23.12.1990 Repair ‘BRAKE BLOCK RB101’.
17.01.1991 Repair ‘BOGIE SPRING’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BEARERS’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
27.03.1991 Repair ‘BRAKE BLOCK RB101’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE BEARERS’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘END BRAKE COCK’.
07.07.1991 Repair ‘BRAKE BLOCK RB101’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BOLSTER’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BEARERS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
08.09.1991 Repair ‘BRAKE BLOCK RB101’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE SPRING’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘COUPLER KNUCKLE’.
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16.09.1991 Repair ‘EMPTY LOAD VALVE’.
16.09.1991 Repair ‘GRADE CONTROL VALVE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE BEARERS’.
13.11.1991 Repair ‘VEHICLE COMPLETE’.
18.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.02.1992 Repair ‘BOGIE SPRING’.
21.02.1992 Repair ‘CENTRE SILL’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.03.1992 Repair ‘BRAKE BLOCK OTHER’.
28.03.1992 Repair ‘END HOSE’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE BEARERS’.
25.04.1992 Repair ‘COUPLER KNUCKLE’.
25.04.1992 Repair ‘EMPTY LOAD VALVE’.
25.04.1992 Repair ‘GRADE CONTROL VALVE’.
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BEARERS’.
08.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.08.1992 Repair ‘BRAKE LEVER’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
03.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Repair ‘TWIST LOCK’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARERS’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘BOGIE SPRING’.
09.09.1992 Repair ‘BRAKE BLOCK RB101’.
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09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRAKE BLOCK OTHER’.
11.02.1993 Repair ‘BRAKE LEVER’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRANCH PIPE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BEARERS’.
25.03.1993 Repair ‘BOGIE BOLSTER’.
25.03.1993 Repair ‘BRAKE BLOCK RB101’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘SIDE BEARER’.
04.06.1993 Repair ‘VEHICLE STENCILS’.
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BOLSTER’.
18.06.1993 Repair ‘BOGIE SIDEFRAME’.
18.06.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘TRAIN PIPE’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.
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AQKY 4

Details: wagon ‘AQKY 4 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 3X2
Original Cost: $15720
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 28.09.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FBQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WA SV
Return to Service Date: 15.02.1997
Due Triple Valve: 01.08.1990
Last Triple Valve: 07.08.1990
Last Brake Cylinder: 07.08.1990
Last Single Car Test: 02.11.1988
Last Lift: 01.12.1983
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFKX 4 R’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘END BRAKE COCK’.
14.11.1989 Repair ‘TRAIN PIPE (END)’.
14.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFKX 4 R’
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
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A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Repair ‘VEHICLE RECLASSIFY’.
01.06.1990 Repair ‘VEHICLE STENCILS’.
01.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 4 R’
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1990 Repair ‘TOP CENTRE PLATE’.
27.06.1990 Repair ‘TRAIN PIPE’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB101’.
30.07.1990 Repair ‘BRAKE BLOCK RB101’.
30.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1990 Repair ‘HANDRAILS END’.
30.07.1990 Repair ‘SIDE BEARER’.
30.07.1990 Repair ‘VEHICLE STENCILS’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BRAKE CONTROL PIPE’.
07.08.1990 Repair ‘BRANCH PIPE’.
07.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘TWIST LOCK’.
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘END BRAKE COCK’.
11.08.1990 Repair ‘END HOSE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.
11.08.1990 Repair ‘STRIKING CASTING’.
11.08.1990 Repair ‘TRAIN PIPE (END)’.
12.09.1990 Repair ‘BOGIE BEARERS’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BEARERS’.
24.09.1990 Repair ‘SIDE BEARER’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
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12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.10.1990 Repair ‘SIDE BEARER’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BEARERS’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BEARERS’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘BOGIE BEARERS’.
15.12.1990 Repair ‘COUPLER KNUCKLE’.
15.12.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BEARERS’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE BEARERS’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘BRAKE PULL ROD’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1991 Repair ‘SIDE BEARER’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BEARERS’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
06.04.1991 Repair ‘HANDRAILS END’.
09.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

18.05.1991 Repair ‘BRAKE BLOCK RB101’.
23.05.1991 Repair ‘TWIST LOCK’.
26.05.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE BEARERS’.
17.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
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17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE WEAR PLATES’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘EMPTY LOAD VALVE’.
16.07.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BEARERS’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB101’.
01.11.1991 Repair ‘BRAKE BLOCK RB101’.
13.11.1991 Repair ‘BRAKE BLOCK RB101’.
15.11.1991 Repair ‘BRAKE BLOCK RB101’.
20.11.1991 Repair ‘BOGIE SPRING’.
11.12.1991 Repair ‘BRAKE BLOCK RB101’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB101’.
18.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.02.1992 Repair ‘CENTRE SILL’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘WHEEL SET’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘SIDE BEARER’.
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BOLSTER’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘WHEEL SET’.
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01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE
COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1992 Repair ‘BRAKE BLOCK RB101’.
02.06.1992 Repair ‘BRAKE PULL ROD’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1992 Repair ‘SIDE BEARER’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘AIR RESERVOIRS’.
11.06.1992 Repair ‘BOGIE BEARERS’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
06.08.1992 Repair ‘BRAKE BLOCK RB101’.
06.08.1992 Repair ‘SIDE BEARER’.
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARINGS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB101’.
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘SHUNT PAD’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1993 Repair ‘COUPLER KNUCKLE’.
16.01.1993 Repair ‘EMPTY LOAD VALVE’.
16.01.1993 Repair ‘GRADE CONTROL VALVE’.
16.01.1993 Repair ‘TWIST LOCK’.
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10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BEARERS’.
10.02.1993 Repair ‘SIDE BEARER’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

04.06.1993 Repair ‘VEHICLE STENCILS’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1993 Repair ‘VEHICLE COMPLETE’.
22.12.1993 Repair ‘BOGIE BEARERS’.
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE BEARERS’.
30.12.1993 Repair ‘BRAKE BLOCK RB101’.
30.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1993 Repair ‘SIDE BEARER’.
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1994 Repair ‘BRAKE PIN’.
25.01.1994 Repair ‘BRAKE PULL ROD’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1994 Repair ‘TWIST LOCK’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 5

Details: wagon ‘AQKY 5 G’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 3X2
Original Cost: $15720
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 25.09.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FBQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ WA SV
Return to Service Date: 18.12.1996
Due Triple Valve: 21.11.1989
Last Triple Valve: 05.03.1993
Last Brake Cylinder: 09.04.1992
Last Single Car Test: 26.07.1989
Last Lift: 19.11.1979
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFKX 5 D’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘SIDE BEARER’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 5 D’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
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15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 5 D’
30.09.1989 Repair ‘LASHING POINT’.
30.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AFKX 5 D’
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Repair ‘VEHICLE RECLASSIFY’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
15.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 5 D’
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1990 Repair ‘SIDE BEARER’.
02.04.1990 Repair ‘TRAIN PIPE’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BEARERS’.
09.05.1990 Repair ‘BOGIE BEARERS’.
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘BRAKE CONTROL PIPE’.
09.05.1990 Repair ‘BRAKE PULL ROD’.
09.05.1990 Repair ‘CENTRE SILL’.
09.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.05.1990 Repair ‘SIDE BEARER’.
09.05.1990 Repair ‘SIDE SILL’.
09.05.1990 Repair ‘TRAIN PIPE’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BEARERS’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
07.06.1990 Repair ‘HANDRAILS’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

16.10.1990 Repair ‘HOSE FITTINGS’.
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18.10.1990 Repair ‘HANDRAILS’.
23.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Repair ‘BOGIE BOLSTER’.
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB101’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1990 Repair ‘SIDE BEARER’.
07.11.1990 Repair ‘VEHICLE STENCILS’.
07.11.1990 Repair ‘WHEEL SET’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE BLOCK RB101’.
12.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Repair ‘HANDRAILS’.
14.12.1990 Repair ‘BOGIE SPRING’.
30.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Repair ‘BRAKE BLOCK RB101’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BEARERS’.
08.03.1991 Repair ‘BOGIE BOLSTER’.
08.03.1991 Repair ‘BOGIE SIDEFRAME’.
08.03.1991 Repair ‘BRAKE BLOCK RB101’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
11.04.1991 Repair ‘BRAKE BLOCK RB101’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB101’.
18.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

15.05.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE BEARERS’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Repair ‘TWIST LOCK’.
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23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BEARERS’.
23.07.1991 Repair ‘BRAKE BLOCK RB101’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BEARERS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Repair ‘BRAKE BLOCK RB101’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BEARERS’.
03.09.1991 Repair ‘BRAKE BLOCK RB101’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB101’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
17.11.1991 Repair ‘BRAKE BLOCK RB101’.
29.11.1991 Repair ‘BRAKE BLOCK RB101’.
04.01.1992 Repair ‘BRAKE BLOCK RB101’.
16.01.1992 Repair ‘BRAKE BLOCK RB101’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1992 Repair ‘WHEEL SET’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘CENTRE SILL’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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09.04.1992 Repair ‘WHEEL SET’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BEARERS’.
04.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1992 Repair ‘BRAKE BLOCK RB101’.
04.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1992 Repair ‘VEHICLE COMPLETE’.
04.07.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE
TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BEARERS’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘SIDE BEARER’.
15.05.1993 Repair ‘BRAKE LEVER’.
15.05.1993 Repair ‘BRAKE PIN’.
15.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1993 Repair ‘BRAKE BLOCK RB101’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘VEHICLE STENCILS’.
03.06.1993 Repair ‘VEHICLE STENCILS’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK OTHER’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
16.08.1993 Repair ‘WHEEL SET’.
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14.12.1993 Repair ‘BRAKE PULL ROD’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.

AQKY 6

Details: wagon ‘AQKY 6 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 3X2
Original Cost: $15720
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 08.10.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FBQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: HS WA SV
Return to Service Date: 22.02.1997
Due Triple Valve: 08.09.1996
Last Brake Cylinder: 05.10.1991
Last Single Car Test: 26.10.1988
Last Lift: 24.03.1981
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
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RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘VEHICLE COMPLETE’.
10.01.1990 Repair ‘VEHICLE RECLASSIFY’.
10.01.1990 Repair ‘VEHICLE STENCILS’.
10.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 6 M’
09.03.1990 Repair ‘BOGIE BEARERS’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1990 Repair ‘TOP CENTRE PLATE’.
09.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BEARERS’.
28.03.1990 Repair ‘BOGIE BOLSTER’.
28.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1990 Repair ‘HANDRAILS’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE BOLSTER’.
31.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1990 Repair ‘BOGIE SIDEFRAME’.
31.05.1990 Repair ‘BRAKE BLOCK RB95’.
31.05.1990 Repair ‘BRAKE PULL ROD’.
31.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1990 Repair ‘VEHICLE COMPLETE’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

29.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARERS’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BOGIE BEARERS’.
16.01.1991 Repair ‘BRAKE BLOCK RB101’.
16.01.1991 Repair ‘BRAKE BLOCK RB101’.
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16.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1991 Repair ‘CARD OR CLIP HOLDER’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘EMPTY LOAD VALVE’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BEARERS’.
08.02.1991 Repair ‘BOGIE SPRING’.
08.02.1991 Repair ‘BRAKE BLOCK RB101’.
08.02.1991 Repair ‘BRAKE PIN’.
08.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.02.1991 Repair ‘COUPLER KNUCKLE’.
08.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.02.1991 Repair ‘EMPTY LOAD VALVE’.
08.02.1991 Repair ‘GRADE CONTROL VALVE’.
08.02.1991 Repair ‘WHEEL SET’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

15.05.1991 Repair ‘BOGIE SPRING’.
02.06.1991 Repair ‘BRAKE BLOCK RB101’.
13.06.1991 Repair ‘BOGIE BEARINGS’.
13.06.1991 Repair ‘BOGIE BEARINGS’.
22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘BOGIE BEARERS’.
22.06.1991 Repair ‘BOGIE COMPLETE’.
22.06.1991 Repair ‘BRAKE BLOCK RB101’.
22.06.1991 Repair ‘BRAKE PULL ROD’.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘EMPTY LOAD VALVE’.
22.06.1991 Repair ‘GRADE CONTROL VALVE’.
22.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘TWIST LOCK’.
20.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Repair ‘BRAKE BLOCK RB101’.
30.07.1991 Repair ‘BRAKE BLOCK RB101’.
20.08.1991 Repair ‘BRAKE BLOCK RB101’.
27.08.1991 Repair ‘BRAKE BLOCK RB101’.
31.08.1991 Repair ‘BRAKE BLOCK RB101’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRAKE BLOCK RB101’.
13.09.1991 Repair ‘EMPTY LOAD VALVE’.
13.09.1991 Repair ‘GRADE CONTROL VALVE’.
13.09.1991 Repair ‘HANDRAILS END’.
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13.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Repair ‘BOGIE SPRING’.
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1991 Repair ‘TWIST LOCK’.
27.10.1991 Repair ‘BRAKE BLOCK RB101’.
12.11.1991 Repair ‘BOGIE SPRING’.
19.11.1991 Repair ‘BRAKE BLOCK RB101’.
23.11.1991 Repair ‘BRAKE BLOCK RB101’.
28.11.1991 Repair ‘BRAKE BLOCK RB101’.
04.12.1991 Repair ‘BRAKE BLOCK RB101’.
07.01.1992 Repair ‘BRAKE BLOCK RB101’.
09.01.1992 Repair ‘HANDRAILS’.
11.01.1992 Repair ‘BRAKE BLOCK RB101’.
16.01.1992 Repair ‘BRAKE BLOCK RB101’.
18.01.1992 Repair ‘BRAKE BLOCK RB101’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE BOLSTER’.
24.01.1992 Repair ‘BOGIE SIDEFRAME’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE BLOCK OTHER’.
02.03.1992 Repair ‘CENTRE SILL’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB101’.
18.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘WHEEL SET’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BEARERS’.
28.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘WHEEL SET’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.06.1992 Repair ‘BOGIE SIDEFRAME’.
02.06.1992 Repair ‘BOGIE SPRING’.
02.06.1992 Repair ‘BRAKE BLOCK RB101’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘GRADE CONTROL VALVE’.
02.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘WHEEL SET’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE SIDEFRAME’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘TWIST LOCK’.
02.09.1992 Repair ‘BOGIE BOLSTER’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BEARERS’.
17.09.1992 Repair ‘BOGIE SIDEFRAME’.
17.09.1992 Repair ‘BRAKE BLOCK RB101’.
17.09.1992 Repair ‘SIDE BEARER’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘VEHICLE COMPLETE’.
10.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARINGS’.
27.10.1992 Repair ‘BOGIE BEARINGS’.
27.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1992 Repair ‘BRAKE PULL ROD’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

3601



2. TIMS GROUP INFORMATION - WAGONS

22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB101’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘EMPTY LOAD VALVE’.
03.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Repair ‘BRAKE BLOCK RB101’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BRAKE BLOCK RB101’.
24.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Repair ‘VEHICLE COMPLETE’.
24.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

06.05.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘VEHICLE STENCILS’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1997 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 7

Details: wagon ‘AQKY 7 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 01.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 16.02.1997
Last Brake Cylinder: 29.06.1990
Last Single Car Test: 08.02.1988
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFKX 7 V’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘EMPTY LOAD VALVE’.
14.08.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1989 Repair ‘HANDRAILS END’.
14.08.1989 Repair ‘STANCHION’.
14.08.1989 Repair ‘VEHICLE RETARE’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 7 V’
16.10.1989 Repair ‘STEP’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFKX 7 V’
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘VEHICLE COMPLETE’.
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16.02.1990 Repair ‘VEHICLE STENCILS’.
16.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 7 V’
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BEARERS’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1990 Repair ‘TOP CENTRE PLATE’.
13.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

09.06.1990 Repair ‘VEHICLE COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘BRAKE LEVER’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘HANDRAILS’.
29.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

14.09.1990 Repair ‘HANDRAILS’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB101’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘WHEEL SET’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

22.04.1991 Repair ‘HANDRAILS’.
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09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘WHEEL SET’.
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.03.1992 Repair ‘CENTRE SILL’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘EMPTY LOAD VALVE’.
12.03.1992 Repair ‘GRADE CONTROL VALVE’.
12.03.1992 Repair ‘HANDRAILS END’.
12.03.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘HANDRAILS’.
17.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BEARINGS’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Repair ‘WHEEL SET’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BEARERS’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘HOSE FITTINGS’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
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14.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 8

Details: wagon ‘AQKY 8 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 19.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 18.01.1997
Due Triple Valve: 04.04.1990
Last Brake Cylinder: 06.10.1993
Last Single Car Test: 24.06.1991
Last Lift: 23.08.1983
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

01.08.1989 Repair ‘HANDRAILS’.
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01.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFKX 8 H’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘STEP’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFKX 8 H’
16.11.1989 Repair ‘HANDRAILS’.
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFKX 8 H’
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Repair ‘VEHICLE STENCILS’.
31.01.1990 Repair ‘CENTRE SILL’.
31.01.1990 Repair ‘SIDE SILL’.
31.01.1990 Repair ‘VEHICLE RECLASSIFY’.
31.01.1990 Repair ‘VEHICLE RETARE’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 8 H’
01.02.1990 Repair ‘BOGIE BEARERS’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
06.02.1990 Repair ‘SIDE BEARER’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE BEARERS’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO
BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Repair ‘WHEEL SET’.
27.06.1990 Repair ‘HANDRAILS’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
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14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE BEARERS’.
14.11.1990 Repair ‘SIDE BEARER’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE PULL ROD’.
30.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.11.1990 Repair ‘TRAIN PIPE’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BOGIE BEARERS’.
25.01.1991 Repair ‘BRAKE BLOCK RB101’.
25.01.1991 Repair ‘BRAKE BLOCK RB101’.
25.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.01.1991 Repair ‘BRAKE LEVER’.
25.01.1991 Repair ‘BRAKE PULL ROD’.
25.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘GRADE CONTROL VALVE’.
25.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1991 Repair ‘SIDE BEARER’.
25.01.1991 Repair ‘TWIST LOCK’.
25.01.1991 Repair ‘TWIST LOCK’.
25.01.1991 Repair ‘TWIST LOCK’.
25.01.1991 Repair ‘VEHICLE RETARE’.
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
16.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BEARERS’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE SIDEFRAME’.
13.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1991 Repair ‘TWIST LOCK’.
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27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘WHEEL SET’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1991 Repair ‘COUPLER KNUCKLE’.
28.09.1991 Repair ‘EMPTY LOAD VALVE’.
28.09.1991 Repair ‘GRADE CONTROL VALVE’.
28.09.1991 Repair ‘HANDRAILS END’.
28.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB101’.
19.11.1991 Repair ‘END HOSE’.
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘WHEEL SET’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

29.02.1992 Repair ‘TWIST LOCK’.
17.03.1992 Repair ‘END HOSE’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BRAKE BLOCK RB101’.
23.03.1992 Repair ‘CENTRE SILL’.
23.03.1992 Repair ‘VEHICLE COMPLETE’.
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BOGIE BEARERS’.
11.04.1992 Repair ‘BRAKE LEVER’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘EMPTY LOAD VALVE’.
11.04.1992 Repair ‘GRADE CONTROL VALVE’.
11.04.1992 Repair ‘TRAIN PIPE (END)’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1992 Repair ‘WHEEL SET’.
01.06.1992 Repair ‘END BRAKE COCK’.
06.10.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
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‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

17.09.1993 Repair ‘BRAKE BLOCK RB101’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BEARERS’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘END BRAKE COCK’.
27.09.1993 Repair ‘END HOSE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
06.10.1993 Repair ‘BOGIE BEARERS’.
06.10.1993 Repair ‘BRAKE BLOCK RB101’.
06.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘EMPTY LOAD VALVE’.
06.10.1993 Repair ‘GRADE CONTROL VALVE’.
06.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1993 Repair ‘VEHICLE STENCILS’.
06.10.1993 Repair ‘WHEEL SET’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1997 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 9

Details: wagon ‘AQKY 9 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.5tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 22.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA SV
Return to Service Date: 03.02.1997
Last Brake Cylinder: 29.06.1990
Last Single Car Test: 14.08.1991
Last Lift: 01.11.1982
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1990 Repair ‘VEHICLE RECLASSIFY’.
17.01.1990 Repair ‘VEHICLE STENCILS’.
17.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 9 Q’
15.03.1990 Repair ‘SIDE COMPLETE’.
15.03.1990 Repair ‘VEHICLE STENCILS’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
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A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

18.04.1990 Repair ‘HANDRAILS’.
29.05.1990 Repair ‘BRAKE LEVER’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Repair ‘WHEEL SET’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

19.03.1991 Repair ‘BOGIE BEARERS’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB101’.
19.03.1991 Repair ‘STRIKING CASTING’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘WHEEL SET’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE BLOCK RB101’.
25.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1991 Repair ‘WHEEL SET’.
06.08.1991 Repair ‘WHEEL SET’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
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12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘HANDRAILS’.
12.08.1991 Repair ‘HANDRAILS END’.
12.08.1991 Repair ‘STANCHION’.
12.08.1991 Repair ‘VEHICLE RETARE’.
12.08.1991 Repair ‘WHEEL SET’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1992 Repair ‘END HOSE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.03.1992 Repair ‘CENTRE SILL’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘STANCHION’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘WHEEL SET’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘GRADE CONTROL VALVE’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
01.09.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘TWIST LOCK’.
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05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘WHEEL SET’.
03.05.1993 Repair ‘HANDRAILS END’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BRAKE BLOCK RB101’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1993 Repair ‘TWIST LOCK’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE BEARERS’.
31.03.1994 Repair ‘BOGIE COMPLETE’.
31.03.1994 Repair ‘BRAKE BLOCK RB101’.
31.03.1994 Repair ‘BRAKE BLOCK RB101’.
31.03.1994 Repair ‘EMPTY LOAD VALVE’.
31.03.1994 Repair ‘GRADE CONTROL VALVE’.
31.03.1994 Repair ‘HANDRAILS’.
31.03.1994 Repair ‘SIDE BEARER’.
31.03.1994 Repair ‘VEHICLE STENCILS’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 10

Details: wagon ‘AQKY 10 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 27.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ
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Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA SV
Return to Service Date: 29.01.1997
Last Brake Cylinder: 19.06.1990
Last Single Car Test: 14.02.1990
Last Lift: 10.06.1981
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘BRAKE LEVER’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
18.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFKX 10 M’
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘VEHICLE COMPLETE’.
12.01.1990 Repair ‘VEHICLE RECLASSIFY’.
12.01.1990 Repair ‘VEHICLE STENCILS’.
12.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 10 M’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘WHEEL SET’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘VEHICLE STENCILS’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BEARERS’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1990 Repair ‘TOP CENTRE PLATE’.
13.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.
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04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
16.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1990 Repair ‘BRAKE LEVER’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘BRAKE LEVER’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
19.06.1990 Repair ‘BRAKE BLOCK RB101’.
19.06.1990 Repair ‘BRAKE BLOCK RB101’.
19.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.06.1990 Repair ‘BRAKE LEVER’.
19.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1990 Repair ‘CARD OR CLIP HOLDER’.
19.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.06.1990 Repair ‘EMPTY LOAD VALVE’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘VEHICLE RETARE’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE COMPLETE’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘EMPTY LOAD VALVE’.
14.09.1990 Repair ‘GRADE CONTROL VALVE’.
14.09.1990 Repair ‘HANDRAILS END’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BEARERS’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘WHEEL SET’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘WHEEL SET’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

04.08.1991 Repair ‘BRAKE BLOCK RB101’.
14.09.1991 Repair ‘BRAKE BLOCK RB101’.
21.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1991 Repair ‘BOGIE BEARERS’.
21.09.1991 Repair ‘BOGIE COMPLETE’.
21.09.1991 Repair ‘EMPTY LOAD VALVE’.
21.09.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘EMPTY LOAD VALVE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘TWIST LOCK’.
28.11.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BEARERS’.
04.12.1991 Repair ‘BRAKE PULL ROD’.
04.12.1991 Repair ‘SIDE BEARER’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BEARERS’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Repair ‘TWIST LOCK’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.02.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘WHEEL SET’.
16.06.1992 Repair ‘WHEEL SET’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘WHEEL SET’.
19.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘HANDRAILS END’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
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COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BRAKE BLOCK RB95’.
29.01.1993 Repair ‘HOSE FITTINGS’.
29.01.1993 Repair ‘WHEEL SET’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

09.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘WHEEL SET’.
17.08.1993 Repair ‘WHEEL SET’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 11

Details: wagon ‘AQKY 11 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
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Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 15.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 04.02.1997
Last Brake Cylinder: 21.06.1993
Last Single Car Test: 08.10.1992
Last Lift: 12.10.1979
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFKX 11 V’
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘VEHICLE COMPLETE’.
12.01.1990 Repair ‘VEHICLE RECLASSIFY’.
12.01.1990 Repair ‘VEHICLE STENCILS’.
12.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 11 V’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE BEARERS’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.
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18.06.1990 Alteration ‘SHUNTERS HANDHOLD & PROTECTION PADS TO BE
FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.

09.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

30.10.1990 Repair ‘HANDRAILS’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BOLSTER’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘VEHICLE STENCILS’.
12.06.1991 Repair ‘WHEEL SET’.
16.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1991 Repair ‘BOGIE BEARERS’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

16.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BRAKE BLOCK RB95’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
12.03.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB101’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1992 Repair ‘WHEEL SET’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘END BRAKE COCK’.
24.10.1992 Repair ‘SIDE STEP’.
14.11.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
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CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.
20.01.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO

B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BOGIE WEAR PLATES’.
23.03.1993 Repair ‘BRAKE BLOCK RB101’.
23.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘EMPTY LOAD VALVE’.
23.03.1993 Repair ‘GRADE CONTROL VALVE’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Repair ‘TWIST LOCK’.
23.03.1993 Repair ‘WHEEL SET’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘YOKE PIN’.
18.09.1993 Repair ‘TWIST LOCK’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.
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AQKY 12

Details: wagon ‘AQKY 12 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 22.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 19.02.1997
Last Triple Valve: 29.08.1989
Last Brake Cylinder: 13.03.1993
Last Single Car Test: 29.08.1989
Last Lift: 27.07.1987
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘CARD OR CLIP HOLDER’.
28.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
28.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.08.1989 Repair ‘END HOSE’.
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Repair ‘SIDE STEP’.
28.08.1989 Repair ‘STEP’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1989 Repair ‘WEAR PLATES & SADDLES’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFKX 12 H’
05.01.1990 Repair ‘VEHICLE COMPLETE’.
05.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFKX 12 H’
15.03.1990 Repair ‘VEHICLE RECLASSIFY’.
15.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 12 H’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE BEARERS’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

29.04.1990 Repair ‘HANDRAILS’.
29.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1990 Repair ‘TWIST LOCK’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

08.09.1990 Repair ‘HANDRAILS’.
05.11.1990 Repair ‘HANDRAILS’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB101’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘END BRAKE COCK’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
04.03.1991 Repair ‘WHEEL SET’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE BLOCK RB101’.
13.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
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13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BEARERS’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

06.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘CENTRE SILL’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘END BRAKE COCK’.
21.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB101’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘SIDE BEARER’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BRAKE BLOCK RB101’.
21.09.1992 Repair ‘HANDRAILS END’.
21.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1992 Repair ‘STANCHION’.
21.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1992 Repair ‘VEHICLE RETARE’.
21.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1992 Repair ‘TWIST LOCK’.
06.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘BOGIE BEARINGS’.
06.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1993 Repair ‘BRAKE BLOCK RB101’.
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06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1993 Repair ‘STANCHION’.
06.03.1993 Repair ‘TWIST LOCK’.
06.03.1993 Repair ‘TWIST LOCK’.
06.03.1993 Repair ‘WHEEL SET’.
13.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1993 Repair ‘BRAKE BLOCK RB101’.
13.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1993 Repair ‘VEHICLE COMPLETE’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BRAKE BLOCK RB101’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1993 Repair ‘WHEEL SET’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 13

Details: wagon ‘AQKY 13 T’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 22.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RJ WA SV
Return to Service Date: 22.02.1997
Last Brake Cylinder: 21.08.1992
Last Lift: 04.11.1981
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

25.10.1989 Repair ‘VEHICLE COMPLETE’.
25.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFKX 13 Q’
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘VEHICLE COMPLETE’.
09.01.1990 Repair ‘VEHICLE RECLASSIFY’.
09.01.1990 Repair ‘VEHICLE STENCILS’.
09.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 13 Q’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BEARERS’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘COUPLER COMPLETE’.
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25.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1990 Repair ‘TOP CENTRE PLATE’.
25.01.1990 Repair ‘TRAIN PIPE’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Repair ‘HANDRAILS’.
12.02.1990 Repair ‘HANDRAILS END’.
12.02.1990 Repair ‘SIDE STEP’.
12.02.1990 Repair ‘STEP’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO
BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.

28.06.1990 Repair ‘HANDRAILS’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

17.07.1990 Repair ‘BRAKE LEVER’.
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
27.10.1990 Repair ‘BOGIE BEARINGS’.
03.01.1991 Repair ‘BOGIE BEARERS’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BEARERS’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘BRAKE BLOCK RB101’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1991 Repair ‘BRAKE PULL ROD’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

20.07.1991 Repair ‘BRAKE BLOCK RB101’.
13.10.1991 Repair ‘BRAKE BLOCK RB101’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘BOGIE COMPLETE’.
27.11.1991 Repair ‘BRAKE BLOCK RB101’.
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27.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BEARERS’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB101’.
10.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1992 Repair ‘CENTRE SILL’.
10.02.1992 Repair ‘HANDRAILS’.
10.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘EMPTY LOAD VALVE’.
12.06.1992 Repair ‘GRADE CONTROL VALVE’.
12.06.1992 Repair ‘HANDRAILS’.
12.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB101’.
21.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
12.11.1992 Repair ‘BOGIE BEARINGS’.
12.11.1992 Repair ‘BOGIE BEARINGS’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘VEHICLE RETARE’.
25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE

TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1993 Repair ‘BRAKE BLOCK RB101’.
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28.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK RB101’.
28.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘WHEEL SET’.
11.09.1993 Repair ‘HANDRAILS’.
07.03.1994 Repair ‘BOGIE BEARERS’.
07.03.1994 Repair ‘BRAKE BLOCK RB101’.
07.03.1994 Repair ‘SIDE BEARER’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 14

Details: wagon ‘AQKY 14 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 22.11.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ
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Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 12.12.1996
Due Triple Valve: 01.11.1992
Last Brake Cylinder: 03.06.1993
Last Lift: 15.11.1982
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘END HOSE’.
22.08.1989 Repair ‘HANDRAILS END’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘STEP’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 14 C’
30.09.1989 Repair ‘LASHING POINT’.
30.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AFKX 14 C’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘HANDBRAKE HANDLE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 14 C’
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE RECLASSIFY’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 14 C’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BEARERS’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
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13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1990 Repair ‘TOP CENTRE PLATE’.
13.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

08.05.1990 Repair ‘HANDRAILS’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘BRAKE BLOCK RB101’.
28.08.1990 Repair ‘HANDRAILS’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE STENCILS’.
28.08.1990 Repair ‘WHEEL SET’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘WHEEL SET’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

07.05.1991 Repair ‘TRAIN PIPE (END)’.
25.08.1991 Repair ‘BRAKE BLOCK RB101’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB101’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘WHEEL SET’.
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER COMPLETE’.
05.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘END HOSE’.
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05.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE PULL ROD’.
17.10.1991 Repair ‘TRAIN PIPE’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

12.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.04.1992 Repair ‘BRAKE BLOCK RB101’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARERS’.
16.10.1992 Repair ‘BRAKE PULL ROD’.
16.10.1992 Repair ‘HOSE FITTINGS’.
06.11.1992 Repair ‘STEP’.
16.11.1992 Repair ‘BOGIE BEARINGS’.
16.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BRAKE PULL ROD’.
18.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1992 Repair ‘CENTRE SILL’.
05.12.1992 Repair ‘COUPLER COMPLETE’.
05.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1992 Repair ‘HANDBRAKE HANDLE’.
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Repair ‘VEHICLE COMPLETE’.
05.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB101’.
08.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1993 Repair ‘EMPTY LOAD VALVE’.
08.04.1993 Repair ‘GRADE CONTROL VALVE’.
08.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Repair ‘WHEEL SET’.
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03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘WHEEL SET’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE BEARERS’.
06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AQKY 15

Details: wagon ‘AQKY 15 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 07.12.1973
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 14.05.1996
Due Triple Valve: 01.12.1994
Last Triple Valve: 21.08.1990
Last Brake Cylinder: 23.09.1993
Last Single Car Test: 18.08.1988
Last Lift: 01.12.1984
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘STEP’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 15 L’
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1990 Repair ‘VEHICLE RECLASSIFY’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 15 L’
19.04.1990 Alteration complete ‘MODIFY HANDHOLDS ON (1) AQKY 2-PACK

WAGON FOR TRIAL. AQKY15. (RS4495)’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BEARERS’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘BRAKE BLOCK RB101’.
09.05.1990 Repair ‘BRAKE BLOCK RB101’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
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09.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1990 Repair ‘TOP CENTRE PLATE’.
09.05.1990 Repair ‘TRAIN PIPE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BEARINGS’.
30.05.1990 Repair ‘BRAKE BLOCK OTHER’.
30.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.05.1990 Repair ‘BRAKE LEVER’.
30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Repair ‘END HOSE’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1990 Repair ‘VEHICLE STENCILS’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘HANDRAILS’.
21.08.1990 Repair ‘HANDRAILS END’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘VEHICLE COMPLETE’.
21.08.1990 Repair ‘WHEEL SET’.
03.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB101’.
22.01.1991 Repair ‘TRAIN PIPE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘WHEEL SET’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
30.06.1991 Repair ‘BRAKE BLOCK RB101’.
01.08.1991 Repair ‘BRAKE BLOCK RB101’.
30.08.1991 Repair ‘BOGIE SPRING’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.10.1991 Repair ‘BRAKE PULL ROD’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
25.10.1991 Repair ‘TWIST LOCK’.
03.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘WHEEL SET’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

14.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘END BRAKE COCK’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1992 Repair ‘BRAKE BLOCK RB101’.
27.02.1992 Repair ‘BRAKE LEVER’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘CENTRE SILL’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘GRADE CONTROL VALVE’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘WHEEL SET’.
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01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRAKE BLOCK RB101’.
01.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.06.1992 Repair ‘BRAKE LEVER’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘WHEEL SET’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘WHEEL SET’.
22.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB101’.
12.11.1992 Repair ‘BRAKE PULL ROD’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

27.02.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BRAKE BLOCK RB101’.
07.06.1993 Repair ‘STANCHION’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘WHEEL SET’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK RB101’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE BLOCK RB101’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘VEHICLE COMPLETE’.
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23.09.1993 Repair ‘WHEEL SET’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘CHANGE OVER VALVE HOSE, ROADRAILER’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.

AQKY 16

Details: wagon ‘AQKY 16 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 15.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RJ RZ WA SV
Return to Service Date: 04.02.1997
Last Triple Valve: 09.05.1988
Last Brake Cylinder: 02.06.1992
Last Single Car Test: 12.01.1989
Last Lift: 08.07.1980
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

3638



2.130. Wagon classification starting with ‘AQK’

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘VEHICLE COMPLETE’.
02.02.1990 Repair ‘VEHICLE RECLASSIFY’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 16 U’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BEARERS’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1990 Repair ‘TOP CENTRE PLATE’.
21.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘STANCHION’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘VEHICLE RETARE’.
05.05.1990 Repair ‘END HOSE’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

06.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.
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12.05.1991 Repair ‘BRAKE BLOCK RB95’.
25.08.1991 Repair ‘END HOSE’.
25.09.1991 Repair ‘SIDE MEMBER’.
13.11.1991 Repair ‘HANDRAILS’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘WHEEL SET’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BRAKE BLOCK RB101’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘VEHICLE STENCILS’.
19.02.1992 Repair ‘VEHICLE STENCILS’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE BEARERS’.
02.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1992 Repair ‘BRAKE BLOCK RB95’.
02.06.1992 Repair ‘CENTRE SILL’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1992 Repair ‘WHEEL SET’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BEARERS’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘BRAKE LEVER’.
22.07.1992 Repair ‘BRAKE PULL ROD’.
22.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘HANDRAILS END’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘CARD OR CLIP HOLDER’.
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28.07.1992 Repair ‘TWIST LOCK’.
04.08.1992 Repair ‘HANDRAILS’.
16.08.1992 Repair ‘HANDRAILS’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘BRAKE PULL ROD’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Repair ‘BOGIE COMPLETE’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration complete ‘EXISTING 12 NO. S.G. WAGONS TO BE
TRANSFERRED TO B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE
SOUTH AUSTRALIA’ ‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH
FRICTION BRAKE BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH
SPEED BOGIES MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

02.08.1993 Repair ‘WHEEL SET’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘BRAKE BLOCK RB101’.
03.03.1994 Repair ‘BRAKE BLOCK RB101’.
03.03.1994 Repair ‘VEHICLE STENCILS’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
30.11.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 17

Details: wagon ‘AQKY 17 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.8m
Tare Weight: 29.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: CB F-22
Date Built: 21.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 15.02.1997
Last Triple Valve: 24.02.1988
Last Brake Cylinder: 30.11.1992
Last Single Car Test: 29.05.1992
Last Lift: 19.10.1982
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘HANDRAILS END’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 17 G’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘EMPTY LOAD VALVE’.
06.09.1989 Repair ‘GRADE CONTROL VALVE’.
06.09.1989 Repair ‘STEP’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 17 G’
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1990 Repair ‘VEHICLE RECLASSIFY’.
17.01.1990 Repair ‘VEHICLE STENCILS’.
17.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 17 G’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.02.1990 Repair ‘BOGIE BEARERS’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘COUPLER COMPLETE’.
23.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1990 Repair ‘TOP CENTRE PLATE’.
23.02.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO
BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.

16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BEARINGS’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘BRAKE BLOCK RB101’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘HANDRAILS’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE STENCILS’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BEARERS’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE PULL ROD’.
16.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BOLSTER’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
23.11.1991 Repair ‘VEHICLE COMPLETE’.
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19.12.1991 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE CONTROL PIPE’.
29.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘BRAKE PIN’.
29.05.1992 Repair ‘BRAKE PIN’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘BRANCH PIPE’.
29.05.1992 Repair ‘CENTRE SILL’.
29.05.1992 Repair ‘END SILL’.
29.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.05.1992 Repair ‘HANDBRAKE HANDLE’.
29.05.1992 Repair ‘HANDRAILS’.
29.05.1992 Repair ‘ISOLATING COCK’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘SIDE SILL’.
29.05.1992 Repair ‘SIDE STEP’.
29.05.1992 Repair ‘STEP’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘TRAIN PIPE’.
29.05.1992 Repair ‘TRANSOM’.
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BEARERS’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘BRAKE PULL ROD’.
25.09.1992 Repair ‘CENTRE SILL’.
25.09.1992 Repair ‘END HOSE’.
25.09.1992 Repair ‘SIDE BEARER’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BEARERS’.
19.05.1993 Repair ‘HOSE FITTINGS’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

AQKY 18

Details: wagon ‘AQKY 18 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 25.8m
Tare Weight: 28.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 3X2
Original Cost: $20550
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-22
Date Built: 21.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AFKX
BSG Code: FSQQ

Capacity of 84 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ WA SV
Return to Service Date: 17.02.1997
Due Triple Valve: 01.02.1988
Last Triple Valve: 19.04.1988
Last Brake Cylinder: 17.12.1990
Last Single Car Test: 19.04.1988
Last Lift: 25.10.1985
Cont Connector Type:] P
Cont Max Slots: 4

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.05.1989 Alteration complete ‘MODIFY (18) ‘AFKX’ WAGONS TO ‘TWO-PACK’
ARTICULATED WAGONS. 12 OFF - STANDARD GAUGE 6 OFF - BROAD GAUGE
RECLASSIFY ‘AQKY‘. (RS4343)’. Length Over Headstocks: ‘25.8m’. Tare Weight:
‘28tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S/B’. Bogie
Configuration: ‘3X2’. New class: ‘AQKY’. Intended use: ‘CONTAINERS’. Capacity:
‘84T.’

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1989 Repair ‘STANCHION’.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE RETARE’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 18 P’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1989 Repair ‘END HOSE’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 18 P’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFKX 18 P’
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘VEHICLE COMPLETE’.
01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFKX 18 P’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BEARERS’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
26.03.1990 Alteration complete ‘FIT HIGH FRICTION BRAKE BLOCKS AND STENCIL

‘RB 101 BRAKE BLOCKS’. BRAKE HEAD CONVERSION USING DRAWING
A2/WH-35. NOTE. TYRED WHEELS ARE NOT TO BE USED WITH
COMPOSITION BRAKE BLOCKS. AQKY. (RS4487)’.

01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1990 Repair ‘EMPTY LOAD VALVE’.
01.06.1990 Repair ‘GRADE CONTROL VALVE’.
01.06.1990 Repair ‘WHEEL SET’.
08.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1990 Alteration complete ‘SHUNTERS HANDHOLD & PROTECTION PADS TO

BE FITTED TO DIAGONAL ENDS OF AQKY WAGONS. AQKY. (RS4516)’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Repair ‘VEHICLE COMPLETE’.
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16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK RB101’.
30.08.1990 Repair ‘BRAKE LEVER’.
30.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.08.1990 Repair ‘EMPTY LOAD VALVE’.
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Repair ‘VEHICLE STENCILS’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘WHEEL SET’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE BEARERS’.
08.10.1991 Repair ‘BRAKE BLOCK RB101’.
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

12.05.1992 Repair ‘WHEEL SET’.
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02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘AIR RESERVOIRS’.
02.06.1992 Repair ‘BRAKE LEVER’.
02.06.1992 Repair ‘CENTRE SILL’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘WHEEL SET’.
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER COMPLETE’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1992 Repair ‘BRAKE PULL ROD’.
23.12.1992 Repair ‘VEHICLE COMPLETE’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Alteration ‘EXISTING 12 NO. S.G. WAGONS TO BE TRANSFERRED TO
B.G. STENCIL ALL 18 WAGONS: ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘MT. GAMBIER TO ISLINGTON TRAFFIC ONLY’ FIT HIGH FRICTION BRAKE
BLOCKS AND STENCIL ‘RB101 BRAKE BLOCKS’ FIT HIGH SPEED BOGIES
MODIFIED TO DWG W3-21 REV A. AQKY 1-18. (RS4776)’.

04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARERS’.
04.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Repair ‘BOGIE BEARINGS’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.

3649



2. TIMS GROUP INFORMATION - WAGONS

24.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.

2.131 Wagon classification starting with ‘AQL’

AQLY 1001

Details: wagon ‘AQLY 1001 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $183410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-25
Date Built: 02.06.1989
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 189 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RI HS AD
Return to Service Date: 17.02.1997
Last Single Car Test: 21.10.1992
Cont Connector Type:] P
Cont Max Slots: 10

20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE
PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
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27.09.1989 Alteration complete ‘(1) FIT HINGED SPACER BLOCK TO A2/W1-27, (2)
FIT GUSSET PRESSING ASSY. TO A2/W1-30 & A2/W1-31, (3) APPLY 150MM
WIDE ANTI SLIP SURFACING (3M SAFETY-WALK BRAND) TO THE FULL
LENGTH OF THE 203 X 203 RHS TOP ON BOTH SIDES, AND RECLASSIFY
WAGON TO AQLY. (4) RESTORE OVERALL WAGON WIDTH TO 3050MM. AQJY
14. (RS4451)’. New class: ‘AQLY’.

13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE BEARERS’.
13.10.1989 Repair ‘BOGIE BEARERS’.
13.10.1989 Repair ‘BOGIE BEARERS’.
13.10.1989 Repair ‘BOGIE BEARERS’.
13.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1989 Repair ‘BRAKE PIN’.
13.10.1989 Repair ‘BRAKE PULL ROD’.
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Repair ‘END SILL’.
13.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1989 Repair ‘SIDE COMPLETE’.
13.10.1989 Repair ‘SIDE SILL’.
13.10.1989 Repair ‘STEP’.
13.10.1989 Repair ‘STRIKING CASTING’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Repair ‘VEHICLE STENCILS’.
13.10.1989 Repair ‘YOKE CARRIER’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘TRAIN PIPE’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Repair ‘VEHICLE COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
24.01.1990 Alteration complete ‘MODIFY END OUTRIGGER ON END PLATFORM TO

SUIT DRAWING A1/5-CM-179 REV C ITEMS 5 & 6. MODIFY END DROPDOWN
TWISTLOCK ARRANGEMENT TO SUIT DRAWING A2/13-CM-444 REV C ITEM
14. AQLY 14. (RS4475)’.

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
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02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.02.1990 Repair ‘HANDBRAKE HANDLE’.
02.02.1990 Repair ‘HANDRAILS END’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
13.02.1990 Repair ‘HANDRAILS’.
13.02.1990 Repair ‘HANDRAILS END’.
13.02.1990 Repair ‘SIDE SILL’.
13.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘END SILL’.
22.02.1990 Repair ‘HANDRAILS’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘VEHICLE STENCILS’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BODY COMPLETE’.
21.03.1990 Repair ‘BRAKE PIN’.
21.03.1990 Repair ‘EMPTY LOAD VALVE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘WHEEL SET’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
29.05.1990 Repair ‘BRAKE LEVER’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.06.1990 Repair ‘BRAKE PULL ROD’.
07.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1990 Repair ‘TOP CENTRE PLATE’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRANCH PIPE’.
27.07.1990 Repair ‘SIDE SILL’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
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27.07.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1990 Repair ‘TWIST LOCK’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
12.11.1990 Repair ‘HANDRAILS’.
12.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
16.11.1990 Repair ‘HANDRAILS’.
16.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘BOGIE BOLSTER’.
15.12.1990 Repair ‘TWIST LOCK’.
15.12.1990 Repair ‘TWIST LOCK’.
15.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
11.02.1991 Repair ‘HANDBRAKE HANDLE’.
11.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK OTHER’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Repair ‘GRADE CONTROL VALVE’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
05.04.1991 Repair ‘HANDRAILS’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
17.06.1991 Alteration complete ‘RENUMBER ‘AQLY 14’ TO ‘AQLY 1001C’ (RS4609)’.

New class: ‘AQLY’.
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
24.07.1991 Repair ‘VEHICLE RECLASSIFY’.
24.07.1991 Repair ‘VEHICLE RENUMBERED’.
24.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
29.07.1991 Repair ‘HANDRAILS’.
29.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
23.08.1991 Repair ‘BRAKE BLOCK RB101’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
02.09.1991 Repair ‘HANDRAILS’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
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11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘EMPTY LOAD VALVE’.
15.11.1991 Repair ‘SIDE SILL’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘SIDE MEMBER’.
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
17.12.1991 Repair ‘HANDRAILS’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE WEAR PLATES’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘EMPTY LOAD VALVE’.
23.01.1992 Repair ‘GRADE CONTROL VALVE’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARINGS’.
20.03.1992 Repair ‘BOGIE BOLSTER’.
20.03.1992 Repair ‘CENTRE SILL’.
20.03.1992 Repair ‘WHEEL SET’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQLY 1001 T’

27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
12.06.1992 Repair ‘HANDRAILS’.
12.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQLY 1001 T’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘CARD OR CLIP HOLDER’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Repair ‘WHEEL SET’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BRAKE BLOCK RB101’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Repair ‘WHEEL SET’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB101’.
21.10.1992 Repair ‘BRANCH PIPE’.
21.10.1992 Repair ‘EMPTY LOAD VALVE’.
21.10.1992 Repair ‘GRADE CONTROL VALVE’.
21.10.1992 Repair ‘TRANSOM’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
27.10.1992 Repair ‘HANDBRAKE HANDLE’.
27.10.1992 Repair ‘HANDRAILS’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB101’.
04.01.1993 Repair ‘BRAKE BLOCK RB101’.
04.01.1993 Repair ‘BRAKE PULL ROD’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Repair ‘WHEEL SET’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
08.02.1993 Repair ‘HANDRAILS’.
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08.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQLY 1001 T’

29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BEARINGS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1993 Repair ‘BRAKE PULL ROD’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘END BRAKE COCK’.
02.06.1993 Repair ‘END HOSE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Repair ‘TRAIN PIPE (END)’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1993 Repair ‘WHEEL SET’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
27.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BEARERS’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
24.08.1993 Repair ‘SIDE MEMBER’.
24.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
26.09.1993 Repair ‘BRAKE BLOCK RB101’.
26.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
09.12.1993 Repair ‘STANCHION’.
09.12.1993 Repair ‘STANCHION’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
28.02.1994 Repair ‘HANDBRAKE HANDLE’.
28.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
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18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1001 T’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1001 T’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
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25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
15.05.1995 Repair ‘TANK WAG. SAFETY VALVE’.
15.05.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1001 T’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
02.08.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1001 T’
04.08.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
18.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1001 T’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1001 T’
11.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
29.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
17.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
24.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
20.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
25.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
27.09.1996 Repair ‘VEHICLE COMPLETE’.
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27.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQLY 1001 T’

11.12.1996 Repair ‘VEHICLE COMPLETE’.
11.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
18.12.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
17.02.1997 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1001 T’
18.02.1997 Repair ‘VEHICLE RECLASSIFY’.
18.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQLY 1001 T’

AQLY 1002

Details: wagon ‘AQLY 1002 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-25
Date Built: 31.10.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI
Return to Service Date: 31.01.1997
Due Triple Valve: 21.02.1992
Last Triple Valve: 14.10.1992
Last Brake Cylinder: 14.10.1992
Last Single Car Test: 19.08.1993
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.
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06.11.1990 Repair ‘BODY COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘VEHICLE COMPLETE’.
06.11.1990 Repair ‘VEHICLE STENCILS’.
06.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1002 F’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BRAKE LEVER’.
15.11.1990 Repair ‘BRAKE LEVER’.
15.11.1990 Repair ‘BRAKE LEVER’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1002 F’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Alteration complete ‘CONSTRUCT (5) NO.‘AQLY’ FIVE PACK CONTAINER
WAGONS WITH WELL PLATFORM IN MIDDLE. RECLASSIFY AND RENUMBER
WAGONS FROM ‘AQJY’ NOS.23-27 TO ‘AQLY‘NOS.1002-1006 WHEN WELL
PLATFORM IS INSERTED. (RS4532)’. New class: ‘AQLY’.

21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Repair ‘VEHICLE RENUMBERED’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘END COMPLETE’.
21.06.1991 Repair ‘END COMPLETE’.
21.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1002 F’
21.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1002 F’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
07.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.12.1991 Repair ‘VEHICLE COMPLETE’.
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07.12.1991 Repair ‘VEHICLE COMPLETE’.
07.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
15.12.1991 Repair ‘BRAKE BLOCK RB101’.
15.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

06.02.1992 Repair ‘BRAKE BLOCK RB101’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

16.04.1992 Repair ‘BOGIE BEARINGS’.
16.04.1992 Repair ‘CENTRE SILL’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘CARD OR CLIP HOLDER’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘WHEEL SET’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘COUPLER KNUCKLE’.
04.08.1992 Repair ‘EMPTY LOAD VALVE’.
04.08.1992 Repair ‘GRADE CONTROL VALVE’.
04.08.1992 Repair ‘WHEEL SET’.
04.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘WHEEL SET’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BRAKE BLOCK RB101’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
14.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1992 Repair ‘WHEEL SET’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
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14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1992 Repair ‘VEHICLE STENCILS’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE LEVER’.
11.12.1992 Repair ‘BRAKE PULL ROD’.
11.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRAKE BLOCK RB101’.
04.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE BLOCK RB101’.
28.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1993 Repair ‘END SILL’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘WHEEL SET’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BRAKE BLOCK RB101’.
09.08.1993 Repair ‘WHEEL SET’.
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09.08.1993 Repair ‘WHEEL SET’.
09.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘END COMPLETE’.
18.08.1993 Repair ‘TRAIN PIPE’.
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1002 F’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE BLOCK RB101’.
05.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BEARERS’.
18.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1993 Repair ‘BRAKE BLOCK RB101’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
28.12.1993 Repair ‘BRAKE BLOCK RB101’.
28.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
03.04.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1002 F’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQLY 1002 F’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
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26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1002 F’
26.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1002 F’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
07.06.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
25.06.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1002 F’
19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1002 F’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1002 F’
10.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
21.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Issued at location ‘Mount Lofty’ with a previous code of wagon

‘RQLY 1002 F’
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
17.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1002 F’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
21.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
26.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
28.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
06.09.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon
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‘RQLY 1002 F’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
14.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
17.11.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
22.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
15.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
25.01.1997 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
31.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1002 F’
19.02.1997 Repair ‘VEHICLE RECLASSIFY’.
19.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQLY 1002 F’

AQLY 1003

Details: wagon ‘AQLY 1003 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-25
Date Built: 12.11.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI
Return to Service Date: 12.02.1997
Due Triple Valve: 02.08.1992
Last Triple Valve: 16.05.1992
Last Brake Cylinder: 27.01.1994
Last Single Car Test: 17.01.1994
Cont Connector Type:] P
Cont Max Slots: 7

12.11.1990 Repair ‘BOGIE COMPLETE’.
12.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQLY 1003 Y’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRAKE BLOCK RB101’.
29.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1990 Repair ‘BRAKE LEVER’.
29.11.1990 Repair ‘BRAKE PULL ROD’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Alteration complete ‘CONSTRUCT (5) NO.‘AQLY’ FIVE PACK CONTAINER
WAGONS WITH WELL PLATFORM IN MIDDLE. RECLASSIFY AND RENUMBER
WAGONS FROM ‘AQJY’ NOS.23-27 TO ‘AQLY‘NOS.1002-1006 WHEN WELL
PLATFORM IS INSERTED. (RS4532)’. New class: ‘AQLY’.

12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BEARERS’.
12.02.1991 Repair ‘BRAKE LEVER’.
12.02.1991 Repair ‘END HOSE’.
12.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE RECLASSIFY’.
12.02.1991 Repair ‘VEHICLE RENUMBERED’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Repair ‘WHEEL SET’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
31.05.1991 Repair ‘HANDRAILS’.
31.05.1991 Repair ‘SIDE STEP’.
31.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
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14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK OTHER’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BRAKE PULL ROD’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Repair ‘WHEEL SET’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Repair ‘HANDRAILS’.
16.01.1992 Repair ‘SIDE SILL’.
16.01.1992 Repair ‘SIDE STEP’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1992 Repair ‘EMPTY LOAD VALVE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1992 Repair ‘VEHICLE COMPLETE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

07.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.
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01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE BEARINGS’.
01.04.1992 Repair ‘CENTRE SILL’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BRAKE BLOCK RB101’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
16.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
07.06.1992 Repair ‘TRAIN PIPE (END)’.
07.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BRAKE BLOCK RB101’.
09.07.1992 Repair ‘CARD OR CLIP HOLDER’.
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
03.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.10.1992 Repair ‘BRAKE LEVER’.
03.10.1992 Repair ‘BRAKE PULL ROD’.
03.10.1992 Repair ‘EMPTY LOAD VALVE’.
03.10.1992 Repair ‘GRADE CONTROL VALVE’.
03.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1992 Repair ‘WHEEL SET’.
03.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1992 Repair ‘WHEEL SET’.
21.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1003 Y’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER
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SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘WHEEL SET’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1993 Repair ‘SIDE SILL’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
13.10.1993 Repair ‘HANDRAILS END’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘WHEEL SET’.
10.11.1993 Repair ‘WHEEL SET’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘BRAKE PULL ROD’.
13.01.1994 Repair ‘END COMPLETE’.
13.01.1994 Repair ‘END HOSE’.
13.01.1994 Repair ‘WHEEL SET’.
13.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1003 Y’
27.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1003 Y’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
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11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1003 Y’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1003 Y’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1003 Y’
25.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
12.06.1995 Repair ‘VEHICLE COMPLETE’.
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12.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
23.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1003 Y’
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1003 Y’
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
11.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
22.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
30.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1003 Y’
21.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
16.10.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
18.10.1996 Repair ‘VEHICLE COMPLETE’.
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18.10.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQLY 1003 Y’

15.11.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
22.11.1996 Repair ‘VEHICLE COMPLETE’.
22.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
04.12.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
16.12.1996 Repair ‘VEHICLE COMPLETE’.
16.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
22.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
10.01.1997 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
25.01.1997 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
01.02.1997 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
05.02.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
12.02.1997 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1003 Y’
18.02.1997 Repair ‘VEHICLE RECLASSIFY’.
18.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQLY 1003 Y’

AQLY 1004

Details: wagon ‘AQLY 1004 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: CB F-25
Date Built: 03.10.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RI HS AD
Return to Service Date: 27.01.1997
Last Triple Valve: 26.02.1991
Last Single Car Test: 15.02.1994
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1004 A’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
27.11.1990 Repair ‘VEHICLE COMPLETE’.
27.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1004 A’
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Alteration complete ‘CONSTRUCT (5) NO.‘AQLY’ FIVE PACK CONTAINER
WAGONS WITH WELL PLATFORM IN MIDDLE. RECLASSIFY AND RENUMBER
WAGONS FROM ‘AQJY’ NOS.23-27 TO ‘AQLY‘NOS.1002-1006 WHEN WELL
PLATFORM IS INSERTED. (RS4532)’. New class: ‘AQLY’.

31.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1004 A’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.02.1991 Repair ‘HANDBRAKE HANDLE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BEARERS’.
26.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1991 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.02.1991 Repair ‘END HOSE’.
26.02.1991 Repair ‘TRAIN PIPE’.
26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Repair ‘VEHICLE RENUMBERED’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BOGIE BEARERS’.
12.07.1991 Repair ‘BOGIE BEARERS’.
12.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1991 Repair ‘COUPLER KNUCKLE’.
12.07.1991 Repair ‘EMPTY LOAD VALVE’.
12.07.1991 Repair ‘GRADE CONTROL VALVE’.
12.07.1991 Repair ‘WHEEL SET’.
12.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘COUPLER KNUCKLE’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
20.09.1991 Repair ‘SIDE BEARER’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BRAKE BLOCK RB101’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BEARINGS’.
13.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘WHEEL SET’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.01.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1992 Repair ‘HANDRAILS’.
15.01.1992 Repair ‘SIDE SILL’.
15.01.1992 Repair ‘TWIST LOCK’.
15.01.1992 Repair ‘TWIST LOCK’.
15.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARINGS’.
14.04.1992 Repair ‘CENTRE SILL’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘CARD OR CLIP HOLDER’.
16.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB101’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘BRAKE PULL ROD’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘WHEEL SET’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1992 Repair ‘BRAKE BLOCK OTHER’.
10.10.1992 Repair ‘BRAKE PIN’.
10.10.1992 Repair ‘BRANCH PIPE’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TRAIN PIPE (END)’.
10.10.1992 Repair ‘WHEEL SET’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
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06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BEARERS’.
06.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1992 Repair ‘WHEEL SET’.
06.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1004 A’
29.11.1992 Repair ‘HANDRAILS’.
29.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

29.01.1993 Repair ‘VEHICLE COMPLETE’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘BRAKE PULL ROD’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘SIDE BEARER’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
10.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1993 Repair ‘COUPLER KNUCKLE’.
10.04.1993 Repair ‘EMPTY LOAD VALVE’.
10.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1993 Repair ‘WHEEL SET’.
25.05.1993 Repair ‘WHEEL SET’.
25.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQLY 1004 A’
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
10.10.1993 Repair ‘HANDBRAKE HANDLE’.
10.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
15.11.1993 Repair ‘YOKE CARRIER’.
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15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQLY 1004 A’

16.11.1993 Repair ‘HANDBRAKE HANDLE’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘DOOR SLIDE RAIL’.
14.02.1994 Repair ‘END COMPLETE’.
14.02.1994 Repair ‘END COMPLETE’.
14.02.1994 Repair ‘HANDBRAKE HANDLE’.
14.02.1994 Repair ‘HANDRAILS’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘TWIST LOCK’.
14.02.1994 Repair ‘TWIST LOCK’.
14.02.1994 Repair ‘TWIST LOCK’.
14.02.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQLY 1004 A’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQLY 1004 A’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
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11.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
02.06.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
30.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQLY 1004 A’
11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
05.08.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
26.08.1996 Repair ‘VEHICLE COMPLETE’.
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26.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQLY 1004 A’

28.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
31.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQLY 1004 A’
16.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
30.09.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
09.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
28.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
05.11.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
18.11.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
20.11.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
26.11.1996 Repair ‘VEHICLE COMPLETE’.
26.11.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
19.12.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
12.01.1997 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
20.01.1997 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
23.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
27.01.1997 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQLY 1004 A’
18.02.1997 Repair ‘VEHICLE RECLASSIFY’.

3679



2. TIMS GROUP INFORMATION - WAGONS

18.02.1997 Issued at location ‘Australian National’ with a previous code of wagon
‘RQLY 1004 A’

AQLY 1005

12.05.1994 Reclassified from wagon ‘AQLY 1005 P’ to ’ wagon ‘RQLY 1005 J’.

AQLY 1006

29.04.1994 Reclassified from wagon ‘AQLY 1006 B’ to ’ wagon ‘RQLY 1006 S’.

AQLY 1007

06.05.1994 Reclassified from wagon ‘AQLY 1007 K’ to ’ wagon ‘RQLY 1007 E’.

AQLY 1008

24.05.1994 Reclassified from wagon ‘AQLY 1008 T’ to ’ wagon ‘RQLY 1008 N’.

AQLY 1009

25.05.1994 Reclassified from wagon ‘AQLY 1009 F’ to ’ wagon ‘RQLY 1009 W’.

AQLY 1010

11.06.1994 Reclassified from wagon ‘AQLY 1010 B’ to ’ wagon ‘RQLY 1010 S’.

AQLY 1011

21.04.1994 Reclassified from wagon ‘AQLY 1011 K’ to ’ wagon ‘RQLY 1011 E’.

AQLY 1012

25.04.1994 Reclassified from wagon ‘AQLY 1012 T’ to ’ wagon ‘RQLY 1012 N’.

AQLY 1013

19.04.1994 Reclassified from wagon ‘AQLY 1013 F’ to ’ wagon ‘RQLY 1013 W’.

AQLY 1014

29.04.1994 Reclassified from wagon ‘AQLY 1014 Y’ to ’ wagon ‘RQLY 1014 X’.

AQLY 1015

06.05.1994 Reclassified from wagon ‘AQLY 1015 A’ to ’ wagon ‘RQLY 1015 R’.
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2.132 Wagon classification starting with ‘AQM’

AQMP 2336

12.06.1994 Reclassified from wagon ‘AQMP 2336 T’ to ’ wagon ‘RQKY 2336 U’.

AQMP 2337

19.01.1993 Reclassified from wagon ‘AQMP 2337 F’ to ’ wagon ‘AQMZ 2337 W’.

AQMP 2338

03.06.1994 Reclassified from wagon ‘AQMP 2338 Y’ to ’ wagon ‘RQKY 2338 P’.

AQMP 2340

15.05.1994 Reclassified from wagon ‘AQMP 2340 T’ to ’ wagon ‘RQKY 2340 U’.

AQMP 2341

03.09.1994 Reclassified from wagon ‘AQMP 2341 F’ to ’ wagon ‘RQKY 2341 G’.

AQMP 2342

11.03.1994 Reclassified from wagon ‘AQMP 2342 Y’ to ’ wagon ‘AQSY 2342 W’.

AQMP 2343

01.09.1992 Reclassified from wagon ‘AQMP 2343 A’ to ’ wagon ‘AQMZ 2343 R’.

AQMP 2345

04.06.1994 Reclassified from wagon ‘AQMP 2345 S’ to ’ wagon ‘RQKY 2345 T’.

AQMP 2346

29.07.1994 Reclassified from wagon ‘AQMP 2346 E’ to ’ wagon ‘RQKY 2346 F’.

AQMP 2347

12.06.1994 Reclassified from wagon ‘AQMP 2347 N’ to ’ wagon ‘RQKY 2347 Y’.

AQMP 2348

04.06.1994 Reclassified from wagon ‘AQMP 2348 W’ to ’ wagon ‘RQKY 2348 A’.

AQMP 2349

25.06.1994 Reclassified from wagon ‘AQMP 2349 X’ to ’ wagon ‘RQKY 2349 J’.
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AQMP 2350

11.06.1994 Reclassified from wagon ‘AQMP 2350 E’ to ’ wagon ‘RQKY 2350 F’.

AQMP 2351

04.05.1994 Reclassified from wagon ‘AQMP 2351 N’ to ’ wagon ‘RQKY 2351 Y’.

AQMP 2353

08.08.1994 Reclassified from wagon ‘AQMP 2353 X’ to ’ wagon ‘RQKY 2353 J’.

AQMP 2354

18.06.1994 Reclassified from wagon ‘AQMP 2354 R’ to ’ wagon ‘RQKY 2354 S’.

AQMP 2355

30.08.1994 Reclassified from wagon ‘AQMP 2355 D’ to ’ wagon ‘RQKY 2355 E’.

AQMP 2356

16.05.1994 Reclassified from wagon ‘AQMP 2356 M’ to ’ wagon ‘RQKY 2356 N’.

AQMP 2357

06.06.1994 Reclassified from wagon ‘AQMP 2357 V’ to ’ wagon ‘RQKY 2357 W’.

AQMP 2358

07.01.1993 Reclassified from wagon ‘AQMP 2358 H’ to ’ wagon ‘AQMZ 2358 B’.

AQMP 2359

20.07.1994 Reclassified from wagon ‘AQMP 2359 Q’ to ’ wagon ‘RQKY 2359 R’.

AQMP 2360

01.11.1988 Reclassified from wagon ‘AQMP 2360 M’ to ’ wagon ‘AZFA 2360 S’.

AQMP 2688

13.06.1994 Reclassified from wagon ‘AQMP 2688 G’ to ’ wagon ‘RQKY 2688 H’.

AQMP 2689

04.06.1994 Reclassified from wagon ‘AQMP 2689 P’ to ’ wagon ‘RQKY 2689 Q’.

AQMP 2690

13.07.1994 Reclassified from wagon ‘AQMP 2690 L’ to ’ wagon ‘RQKY 2690 M’.
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AQMP 2692

16.05.1994 Reclassified from wagon ‘AQMP 2692 G’ to ’ wagon ‘RQKY 2692 H’.

AQMP 2693

27.06.1994 Reclassified from wagon ‘AQMP 2693 P’ to ’ wagon ‘RQKY 2693 Q’.

AQMP 2694

13.06.1994 Reclassified from wagon ‘AQMP 2694 B’ to ’ wagon ‘RQKY 2694 C’.

AQMP 2695

02.08.1994 Reclassified from wagon ‘AQMP 2695 K’ to ’ wagon ‘RQKY 2695 L’.

AQMP 2696

08.08.1994 Reclassified from wagon ‘AQMP 2696 T’ to ’ wagon ‘RQKY 2696 U’.

AQMP 2697

16.05.1994 Reclassified from wagon ‘AQMP 2697 F’ to ’ wagon ‘RQKY 2697 G’.

AQMP 2698

04.09.1992 Reclassified from wagon ‘AQMP 2698 Y’ to ’ wagon ‘AQMZ 2698 X’.

AQMP 2699

11.07.1994 Reclassified from wagon ‘AQMP 2699 A’ to ’ wagon ‘RQKY 2699 B’.

AQMP 2700

13.10.1994 Reclassified from wagon ‘AQMP 2700 P’ to ’ wagon ‘RQKY 2700 Q’.

AQMP 2701

02.09.1992 Reclassified from wagon ‘AQMP 2701 B’ to ’ wagon ‘AQMZ 2701 S’.

AQMP 2704

13.06.1994 Reclassified from wagon ‘AQMP 2704 F’ to ’ wagon ‘RQKY 2704 G’.

AQMP 2706

10.12.1994 Reclassified from wagon ‘AQMP 2706 A’ to ’ wagon ‘RQKY 2706 B’.

AQMP 2707

25.04.1994 Reclassified from wagon ‘AQMP 2707 J’ to ’ wagon ‘RQKY 2707 K’.
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AQMP 2708

Details: wagon ‘AQMP 2708 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 19.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQPY
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH
Return to Service Date: 09.05.1994
Last Triple Valve: 23.12.1993
Last Single Car Test: 11.10.1989
Last Lift: 16.03.1987
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘END BRAKE COCK’.
27.09.1989 Repair ‘TRAIN PIPE (END)’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘BOGIE BEARINGS’.
07.12.1990 Repair ‘STEP’.
04.02.1991 Repair ‘STEP’.
20.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1992 Repair ‘BRAKE LEVER’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRANCH PIPE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘EMPTY LOAD VALVE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.07.1992 Repair ‘BOGIE SIDEFRAME’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
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28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1992 Repair ‘VEHICLE COMPLETE’.
17.10.1992 Repair ‘STEP’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARINGS’.
03.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
03.03.1993 Repair ‘BRAKE LEVER’.
03.03.1993 Repair ‘BRAKE LEVER’.
03.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.03.1993 Repair ‘COUPLER KNUCKLE’.
03.03.1993 Repair ‘EMPTY LOAD VALVE’.
03.03.1993 Repair ‘GRADE CONTROL VALVE’.
03.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘GRADE CONTROL VALVE’.
04.08.1993 Repair ‘HAND RELEASE (AIR)’.
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
12.08.1993 Repair ‘STEP’.
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.12.1993 Repair ‘TWIST LOCK’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.

AQMP 2709

07.01.1993 Reclassified from wagon ‘AQMP 2709 E’ to ’ wagon ‘AQMZ 2709 V’.
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AQMP 2710

12.09.1994 Reclassified from wagon ‘AQMP 2710 A’ to ’ wagon ‘RQKY 2710 B’.

AQMP 2711

05.08.1994 Reclassified from wagon ‘AQMP 2711 J’ to ’ wagon ‘RQKY 2711 K’.

AQMP 2712

30.05.1994 Reclassified from wagon ‘AQMP 2712 S’ to ’ wagon ‘RQKY 2712 T’.

AQMP 2713

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘BRAKE LEVER’.
30.08.1989 Repair ‘BRANCH PIPE’.
30.08.1989 Repair ‘TRAIN PIPE (END)’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘WHEEL SET’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AQMP 2714

16.05.1994 Reclassified from wagon ‘AQMP 2714 N’ to ’ wagon ‘RQKY 2714 Y’.

AQMP 2715

16.05.1994 Reclassified from wagon ‘AQMP 2715 W’ to ’ wagon ‘RQKY 2715 A’.
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AQMP 2716

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

23.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘BOGIE BEARINGS’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Repair ‘WHEEL SET’.
09.03.1991 Repair ‘END HOSE’.
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘END BRAKE COCK’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘BRAKE BLOCK RB95’.
27.11.1991 Repair ‘TWIST LOCK’.
23.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘STEP’.
17.03.1992 Repair ‘HANDRAILS’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1993 Repair ‘COUPLER KNUCKLE’.
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22.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Repair ‘WHEEL SET’.
26.02.1993 Repair ‘STEP’.
12.03.1993 Repair ‘TWIST LOCK’.
12.06.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘BRAKE LEVER’.
14.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘END BRAKE COCK’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘WHEEL SET’.
07.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1993 Repair ‘BRAKE BLOCK RB95’.
10.01.1994 Repair ‘HANDRAILS’.
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.11.1994 Reclassified from wagon ‘AQMP 2716 X’ to ’ wagon ‘RQKY 2716 J’.

AQMP 2717

04.06.1994 Reclassified from wagon ‘AQMP 2717 R’ to ’ wagon ‘RQKY 2717 S’.

AQMP 2718

26.01.1993 Reclassified from wagon ‘AQMP 2718 D’ to ’ wagon ‘AQMZ 2718 U’.

AQMP 2719

26.08.1994 Reclassified from wagon ‘AQMP 2719 M’ to ’ wagon ‘RQKY 2719 N’.
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AQMP 2720

26.04.1994 Reclassified from wagon ‘AQMP 2720 X’ to ’ wagon ‘RQKY 2720 J’.

AQMP 2721

16.05.1994 Reclassified from wagon ‘AQMP 2721 R’ to ’ wagon ‘RQKY 2721 S’.

AQMP 2722

02.05.1994 Reclassified from wagon ‘AQMP 2722 D’ to ’ wagon ‘AQSY 2722 L’.

AQMP 2723

08.07.1994 Reclassified from wagon ‘AQMP 2723 M’ to ’ wagon ‘RQKY 2723 N’.

AQMP 2724

11.06.1994 Reclassified from wagon ‘AQMP 2724 V’ to ’ wagon ‘RQKY 2724 W’.

AQMP 2725

Details: wagon ‘AQMP 2725 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 11.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQPY W/O 29:04:1996
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH
Return to Service Date: 08.10.1994
Last Brake Cylinder: 03.11.1992
Last Single Car Test: 23.03.1990
Last Lift: 09.07.1982
Cont Connector Type:] P
Cont Max Slots: 3
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15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘VEHICLE RECLASSIFY’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQPY 2725 G’
23.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1989 Repair ‘BOGIE COMPLETE’.
23.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.12.1989 Repair ‘BRAKE PULL ROD’.
23.12.1989 Repair ‘BRANCH PIPE’.
23.12.1989 Repair ‘COUPLER KNUCKLE’.
23.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1989 Repair ‘TWIST LOCK’.
23.12.1989 Repair ‘TWIST LOCK’.
23.12.1989 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRAKE LEVER’.
13.02.1990 Repair ‘BRAKE PULL ROD’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BRAKE PULL ROD’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Repair ‘BRANCH PIPE’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BRAKE PULL ROD’.
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28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘TWIST LOCK’.
24.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.05.1991 Repair ‘COUPLER KNUCKLE’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BOLSTER’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
02.09.1991 Repair ‘BOGIE SIDEFRAME’.
02.09.1991 Repair ‘BOGIE SIDEFRAME’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE LEVER’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
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03.07.1992 Repair ‘TWIST LOCK’.
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
30.09.1992 Repair ‘HANDRAILS END’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

10.11.1993 Repair ‘TWIST LOCK’.
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1994 Repair ‘BRAKE PULL ROD’.
08.01.1994 Repair ‘CARD OR CLIP HOLDER’.
08.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Repair ‘WHEEL SET’.
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.10.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AQMP 2726

03.05.1994 Reclassified from wagon ‘AQMP 2726 Q’ to ’ wagon ‘RQKY 2726 R’.

AQMP 2727

16.05.1994 Reclassified from wagon ‘AQMP 2727 C’ to ’ wagon ‘RQKY 2727 D’.

AQMP 2728

16.05.1994 Reclassified from wagon ‘AQMP 2728 L’ to ’ wagon ‘RQKY 2728 M’.

AQMP 2729

13.06.1994 Reclassified from wagon ‘AQMP 2729 U’ to ’ wagon ‘RQKY 2729 V’.

AQMP 2730

13.06.1994 Reclassified from wagon ‘AQMP 2730 Q’ to ’ wagon ‘RQKY 2730 R’.
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AQMP 2731

18.06.1994 Reclassified from wagon ‘AQMP 2731 C’ to ’ wagon ‘RQKY 2731 D’.

AQMP 2732

22.09.1994 Reclassified from wagon ‘AQMP 2732 L’ to ’ wagon ‘RQKY 2732 M’.

AQMX 2067

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

AQMX 2369

16.10.1991 Reclassified from wagon ‘AQMX 2369 K’ to ’ wagon ‘AQSY 2369 J’.

AQMX 2384

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.12.1989 Repair ‘BOGIE COMPLETE’.
10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AQMX 3071

25.10.1988 Reclassified from wagon ‘AQMX 3071 A’ to ’ wagon ‘AQSY 3071 W’.

AQMX 3074

11.09.1991 Reclassified from wagon ‘AQMX 3074 E’ to ’ wagon ‘AQSY 3074 D’.

AQMX 3084

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

AQMX 4237

15.05.1991 Reclassified from wagon ‘AQMX 4237 T’ to ’ wagon ‘AQSY 4237 S’.

AQMX 4268

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.
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AQMX 4276

30.11.1988 Reclassified from wagon ‘AQMX 4276 T’ to ’ wagon ‘AQSY 4276 S’.

AQMX 4286

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

AQMX 4298

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

AQMX 4310

14.10.1987 Reclassified from wagon ‘AQMX 4310 Q’ to ’ wagon ‘AQSY 4310 P’.

AQMX 4322

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

AQMY 2056

29.05.1994 Reclassified from wagon ‘AQMY 2056 E’ to ’ wagon ‘RQMY 2056 V’.

AQMY 2057

01.12.1994 Reclassified from wagon ‘AQMY 2057 N’ to ’ wagon ‘RQMY 2057 H’.

AQMY 2363

24.05.1994 Reclassified from wagon ‘AQMY 2363 G’ to ’ wagon ‘RQMY 2363 A’.

AQMY 2370

04.06.1994 Reclassified from wagon ‘AQMY 2370 K’ to ’ wagon ‘RQMY 2370 E’.

AQMY 2376

19.04.1994 Reclassified from wagon ‘AQMY 2376 S’ to ’ wagon ‘RQMY 2376 M’.

AQMY 2743

19.08.1994 Reclassified from wagon ‘AQMY 2743 S’ to ’ wagon ‘RQMY 2743 M’.
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AQMY 2749

31.08.1994 Reclassified from wagon ‘AQMY 2749 D’ to ’ wagon ‘RQMY 2749 U’.

AQMY 2750

08.08.1994 Reclassified from wagon ‘AQMY 2750 W’ to ’ wagon ‘RQMY 2750 Q’.

AQMY 2751

09.06.1994 Reclassified from wagon ‘AQMY 2751 X’ to ’ wagon ‘RQMY 2751 C’.

AQMY 2752

26.05.1994 Reclassified from wagon ‘AQMY 2752 R’ to ’ wagon ‘RQMY 2752 L’.

AQMY 2755

11.06.1994 Reclassified from wagon ‘AQMY 2755 V’ to ’ wagon ‘RQMY 2755 P’.

AQMY 2757

04.06.1994 Reclassified from wagon ‘AQMY 2757 Q’ to ’ wagon ‘RQMY 2757 K’.

AQMY 2759

20.07.1994 Reclassified from wagon ‘AQMY 2759 L’ to ’ wagon ‘RQMY 2759 F’.

AQMY 2763

07.06.1994 Reclassified from wagon ‘AQMY 2763 L’ to ’ wagon ‘RQMY 2763 F’.

AQMY 2765

23.06.1994 Reclassified from wagon ‘AQMY 2765 G’ to ’ wagon ‘RQMY 2765 A’.

AQMY 2782

16.05.1994 Reclassified from wagon ‘AQMY 2782 S’ to ’ wagon ‘RQMY 2782 M’.

AQMY 2783

30.05.1994 Reclassified from wagon ‘AQMY 2783 E’ to ’ wagon ‘RQMY 2783 V’.

AQMY 2786

04.08.1994 Reclassified from wagon ‘AQMY 2786 X’ to ’ wagon ‘RQMY 2786 C’.

AQMY 3040

21.09.1994 Reclassified from wagon ‘AQMY 3040 R’ to ’ wagon ‘RQMY 3040 L’.
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AQMY 3045

04.06.1994 Reclassified from wagon ‘AQMY 3045 Q’ to ’ wagon ‘RQMY 3045 K’.

AQMY 3047

02.05.1994 Reclassified from wagon ‘AQMY 3047 L’ to ’ wagon ‘RQMY 3047 F’.

AQMY 3048

11.05.1994 Reclassified from wagon ‘AQMY 3048 U’ to ’ wagon ‘RQMY 3048 Y’.

AQMY 3050

04.05.1994 Reclassified from wagon ‘AQMY 3050 C’ to ’ wagon ‘RQMY 3050 T’.

AQMY 3051

11.06.1994 Reclassified from wagon ‘AQMY 3051 L’ to ’ wagon ‘RQMY 3051 F’.

AQMY 3055

25.05.1994 Reclassified from wagon ‘AQMY 3055 B’ to ’ wagon ‘RQMY 3055 S’.

AQMY 3056

18.08.1994 Reclassified from wagon ‘AQMY 3056 K’ to ’ wagon ‘RQMY 3056 E’.

AQMY 3058

12.10.1994 Reclassified from wagon ‘AQMY 3058 F’ to ’ wagon ‘RQMY 3058 W’.

AQMY 3064

02.05.1994 Reclassified from wagon ‘AQMY 3064 A’ to ’ wagon ‘RQMY 3064 R’.

AQMY 3069

20.04.1994 Reclassified from wagon ‘AQMY 3069 W’ to ’ wagon ‘RQMY 3069 Q’.

AQMY 3079

23.04.1994 Reclassified from wagon ‘AQMY 3079 H’ to ’ wagon ‘RQMY 3079 B’.

AQMY 4202

10.05.1994 Reclassified from wagon ‘AQMY 4202 A’ to ’ wagon ‘RQMY 4202 R’.

AQMY 4207

10.05.1994 Reclassified from wagon ‘AQMY 4207 W’ to ’ wagon ‘RQMY 4207 Q’.
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AQMY 4208

13.06.1994 Reclassified from wagon ‘AQMY 4208 X’ to ’ wagon ‘RQMY 4208 C’.

AQMY 4212

30.05.1994 Reclassified from wagon ‘AQMY 4212 X’ to ’ wagon ‘RQMY 4212 C’.

AQMY 4217

13.07.1994 Reclassified from wagon ‘AQMY 4217 H’ to ’ wagon ‘RQMY 4217 B’.

AQMY 4227

30.04.1994 Reclassified from wagon ‘AQMY 4227 P’ to ’ wagon ‘RQMY 4227 J’.

AQMY 4229

08.08.1994 Reclassified from wagon ‘AQMY 4229 K’ to ’ wagon ‘RQMY 4229 E’.

AQMY 4231

13.09.1994 Reclassified from wagon ‘AQMY 4231 P’ to ’ wagon ‘RQMY 4231 J’.

AQMY 4236

04.08.1994 Reclassified from wagon ‘AQMY 4236 Y’ to ’ wagon ‘RQMY 4236 X’.

AQMY 4241

18.08.1994 Reclassified from wagon ‘AQMY 4241 A’ to ’ wagon ‘RQMY 4241 R’.

AQMY 4247

28.04.1994 Reclassified from wagon ‘AQMY 4247 X’ to ’ wagon ‘RQMY 4247 C’.

AQMY 4253

07.04.1995 Reclassified from wagon ‘AQMY 4253 D’ to ’ wagon ‘RQMY 4253 U’.

AQMY 4255

19.05.1994 Reclassified from wagon ‘AQMY 4255 V’ to ’ wagon ‘RQMY 4255 P’.

AQMY 4256

09.05.1994 Reclassified from wagon ‘AQMY 4256 H’ to ’ wagon ‘RQMY 4256 B’.

AQMY 4263

19.06.1994 Reclassified from wagon ‘AQMY 4263 L’ to ’ wagon ‘RQMY 4263 F’.
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AQMY 4265

07.01.1992 Reclassified from wagon ‘AQMY 4265 G’ to ’ wagon ‘AQNY 4265 J’.

AQMY 4267

25.07.1994 Reclassified from wagon ‘AQMY 4267 B’ to ’ wagon ‘RQMY 4267 S’.

AQMY 4271

11.05.1994 Reclassified from wagon ‘AQMY 4271 B’ to ’ wagon ‘RQMY 4271 S’.

AQMY 4285

13.06.1994 Reclassified from wagon ‘AQMY 4285 W’ to ’ wagon ‘RQMY 4285 Q’.

AQMY 4287

28.05.1994 Reclassified from wagon ‘AQMY 4287 R’ to ’ wagon ‘RQMY 4287 L’.

AQMY 4289

11.06.1994 Reclassified from wagon ‘AQMY 4289 M’ to ’ wagon ‘RQMY 4289 G’.

AQMY 4290

10.05.1994 Reclassified from wagon ‘AQMY 4290 X’ to ’ wagon ‘RQMY 4290 C’.

AQMY 4303

04.06.1994 Reclassified from wagon ‘AQMY 4303 Q’ to ’ wagon ‘RQMY 4303 K’.

AQMY 4315

16.05.1994 Reclassified from wagon ‘AQMY 4315 T’ to ’ wagon ‘RQMY 4315 N’.

AQMY 4316

27.04.1994 Reclassified from wagon ‘AQMY 4316 F’ to ’ wagon ‘RQMY 4316 W’.

AQMY 4326

11.05.1994 Reclassified from wagon ‘AQMY 4326 N’ to ’ wagon ‘RQMY 4326 H’.

AQMY 4341

15.05.1994 Reclassified from wagon ‘AQMY 4341 H’ to ’ wagon ‘RQMY 4341 B’.

AQMY 4346

24.05.1994 Reclassified from wagon ‘AQMY 4346 G’ to ’ wagon ‘RQMY 4346 A’.
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AQMY 4348

06.05.1994 Reclassified from wagon ‘AQMY 4348 B’ to ’ wagon ‘RQMY 4348 S’.

AQMY 4354

13.09.1994 Reclassified from wagon ‘AQMY 4354 T’ to ’ wagon ‘RQMY 4354 N’.

AQMY 4359

04.08.1994 Reclassified from wagon ‘AQMY 4359 S’ to ’ wagon ‘RQMY 4359 M’.

AQMZ 2337

Details: wagon ‘AQMZ 2337 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 11.01.1972
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Fleet Grp Code: WP
Return to Service Date: 02.05.1995
Due Triple Valve: 13.05.1988
Last Triple Valve: 06.08.1990
Last Brake Cylinder: 28.03.1990
Last Single Car Test: 29.07.1993
Last Lift: 22.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2337 F’
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03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘EMPTY LOAD VALVE’.
03.10.1989 Repair ‘GRADE CONTROL VALVE’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘HANDRAILS END’.
15.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE CONTROL PIPE’.
28.03.1990 Repair ‘BRANCH PIPE’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BRAKE LEVER’.
09.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘WHEEL SET’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2337 F’
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20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1990 Repair ‘BRAKE PIN’.
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2337 F’
02.10.1990 Repair ‘BOGIE BEARINGS’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
03.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘BRAKE LEVER’.
03.12.1990 Repair ‘BRANCH PIPE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘END BRAKE COCK’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2337 F’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
04.04.1991 Repair ‘HANDRAILS END’.
04.04.1991 Repair ‘STEP’.
04.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
14.05.1991 Repair ‘COUPLER KNUCKLE’.
14.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘BOGIE SIDEFRAME’.
08.07.1991 Repair ‘BRAKE LEVER’.
08.07.1991 Repair ‘BRAKE PIN’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
08.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1991 Repair ‘EMPTY LOAD VALVE’.
08.07.1991 Repair ‘GRADE CONTROL VALVE’.
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
29.01.1992 Repair ‘END HOSE’.
29.01.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMP 2337 F’
26.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘COUPLER KNUCKLE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘WHEEL SET’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
01.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
10.08.1992 Alteration complete ‘PLEASE SELECT 6 ‘AQMP’ WAGONS AND FIT

MINER TCC-II-35XX CONSTANT CONTACT SIDEBEARERS (FRICTION WEDGE
AND W.PLATE SHOULD MEET THE R43 MECHANICAL STANDARD).
RECLASSIFY TO ‘AQMZ’ AND STENCIL FOR 130 KM/H OPERATION. MODIFY
WAGON AS PER AQMP2709. FRICTION WEDGES ARE TO BE MACHINED TO
DWG A3/W3-44A ITEM 2. CONVERSION DWG A1/W1-254. AQMP 6 TO BE
SELECTED. (RS4720)’. New class: ‘AQMZ’.

18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2337 F’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BEARERS’.
19.01.1993 Repair ‘BOGIE BOLSTER’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Repair ‘SIDE BEARER’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘VEHICLE COMPLETE’.
19.01.1993 Repair ‘VEHICLE RECLASSIFY’.
19.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2337 F’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1993 Repair ‘BOGIE COMPLETE’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Repair ‘WHEEL SET’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.

AQMZ 2343

Details: wagon ‘AQMZ 2343 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 26.10.1971
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Fleet Grp Code: WP
Return to Service Date: 16.05.1996
Last Triple Valve: 12.07.1989
Last Brake Cylinder: 12.07.1989
Last Single Car Test: 05.01.1994
Last Lift: 28.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.
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12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘VEHICLE COMPLETE’.
12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK OTHER’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘WHEEL SET’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
11.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2343 A’
25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Repair ‘GRADE CONTROL VALVE’.
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25.08.1990 Repair ‘TWIST LOCK’.
25.08.1990 Repair ‘TWIST LOCK’.
25.08.1990 Repair ‘TWIST LOCK’.
25.08.1990 Repair ‘VEHICLE STENCILS’.
25.08.1990 Repair ‘WHEEL SET’.
25.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
03.10.1990 Repair ‘BOGIE BEARINGS’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2343 A’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1990 Repair ‘BRAKE PULL ROD’.
31.10.1990 Repair ‘BRANCH PIPE’.
31.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2343 A’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2343 A’
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2343 A’
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2343 A’
26.01.1992 Repair ‘BRAKE BLOCK RB95’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2343 A’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1992 Repair ‘TWIST LOCK’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
10.08.1992 Alteration complete ‘PLEASE SELECT 6 ‘AQMP’ WAGONS AND FIT

MINER TCC-II-35XX CONSTANT CONTACT SIDEBEARERS (FRICTION WEDGE
AND W.PLATE SHOULD MEET THE R43 MECHANICAL STANDARD).
RECLASSIFY TO ‘AQMZ’ AND STENCIL FOR 130 KM/H OPERATION. MODIFY
WAGON AS PER AQMP2709. FRICTION WEDGES ARE TO BE MACHINED TO
DWG A3/W3-44A ITEM 2. CONVERSION DWG A1/W1-254. AQMP 6 TO BE
SELECTED. (RS4720)’. New class: ‘AQMZ’.

01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.09.1992 Repair ‘BOGIE BEARERS’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1992 Repair ‘VEHICLE RECLASSIFY’.
01.09.1992 Repair ‘WHEEL SET’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2343 A’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1993 Repair ‘TRAIN PIPE (END)’.
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘EMPTY LOAD VALVE’.
24.04.1993 Repair ‘GRADE CONTROL VALVE’.
24.04.1993 Repair ‘SIDE BEARER’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Repair ‘WHEEL SET’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘BRANCH PIPE’.
27.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BRAKE BLOCK RB95’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

AQMZ 2358

Details: wagon ‘AQMZ 2358 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 27.08.1971
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Fleet Grp Code: WP
Return to Service Date: 17.02.1995
Last Triple Valve: 01.03.1988
Last Brake Cylinder: 25.10.1990
Last Single Car Test: 18.01.1989
Last Lift: 08.05.1986
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.07.1989 Repair ‘BRAKE PULL ROD’.
08.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2358 H’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Repair ‘END HOSE’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2358 H’
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2358 H’
15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2358 H’
21.10.1989 Repair ‘HANDRAILS END’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2358 H’
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
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16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRAKE LEVER’.
16.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
24.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2358 H’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘WHEEL SET’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘WHEEL SET’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘END BRAKE COCK’.
25.10.1990 Repair ‘END HOSE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘WHEEL SET’.
23.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2358 H’
23.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2358 H’
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2358 H’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2358 H’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘EMPTY LOAD VALVE’.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
13.08.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
04.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
11.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
13.01.1992 Repair ‘WHEEL SET’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
10.08.1992 Alteration complete ‘PLEASE SELECT 6 ‘AQMP’ WAGONS AND FIT

MINER TCC-II-35XX CONSTANT CONTACT SIDEBEARERS (FRICTION WEDGE
AND W.PLATE SHOULD MEET THE R43 MECHANICAL STANDARD).
RECLASSIFY TO ‘AQMZ’ AND STENCIL FOR 130 KM/H OPERATION. MODIFY
WAGON AS PER AQMP2709. FRICTION WEDGES ARE TO BE MACHINED TO
DWG A3/W3-44A ITEM 2. CONVERSION DWG A1/W1-254. AQMP 6 TO BE
SELECTED. (RS4720)’. New class: ‘AQMZ’.

07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘BOGIE WEAR PLATES’.
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07.01.1993 Repair ‘BRAKE PULL ROD’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘VEHICLE RECLASSIFY’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2358 H’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.

AQMZ 2698

Details: wagon ‘AQMZ 2698 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 21.05.1974
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: WP
Return to Service Date: 26.10.1995
Last Triple Valve: 24.07.1992
Last Brake Cylinder: 12.07.1989
Last Lift: 07.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Repair ‘STANCHION’.
12.07.1989 Repair ‘STEP’.
12.07.1989 Repair ‘TRAIN PIPE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘VEHICLE RETARE’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘COUPLER KNUCKLE’.
29.07.1989 Repair ‘TWIST LOCK’.
29.07.1989 Repair ‘WHEEL SET’.
29.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘WHEEL SET’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘BRAKE LEVER’.
17.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘WHEEL SET’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
22.09.1990 Repair ‘STEP’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2698 Y’
02.03.1991 Repair ‘HANDRAILS’.
02.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2698 Y’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
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22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BOGIE SPRING’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1991 Repair ‘END COMPLETE’.
04.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1991 Repair ‘WHEEL SET’.
04.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMP 2698 Y’
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMP 2698 Y’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘TWIST LOCK’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘WHEEL SET’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
15.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
07.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2698 Y’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.06.1992 Repair ‘BRAKE PULL ROD’.
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01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1992 Repair ‘BRAKE BLOCK RB95’.
24.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1992 Repair ‘STEP’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
10.08.1992 Alteration complete ‘PLEASE SELECT 6 ‘AQMP’ WAGONS AND FIT

MINER TCC-II-35XX CONSTANT CONTACT SIDEBEARERS (FRICTION WEDGE
AND W.PLATE SHOULD MEET THE R43 MECHANICAL STANDARD).
RECLASSIFY TO ‘AQMZ’ AND STENCIL FOR 130 KM/H OPERATION. MODIFY
WAGON AS PER AQMP2709. FRICTION WEDGES ARE TO BE MACHINED TO
DWG A3/W3-44A ITEM 2. CONVERSION DWG A1/W1-254. AQMP 6 TO BE
SELECTED. (RS4720)’. New class: ‘AQMZ’.

17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BOLSTER’.
17.08.1992 Repair ‘BOGIE WEAR PLATES’.
17.08.1992 Repair ‘BRAKE BLOCK RB95’.
17.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘ISOLATING COCK’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Repair ‘WHEEL SET’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE BEARERS’.
04.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1992 Repair ‘SIDE BEARER’.
04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2698 Y’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BEARERS’.
22.07.1993 Repair ‘BRAKE BLOCK RB101’.
22.07.1993 Repair ‘END BRAKE COCK’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
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26.10.1995 Repair ‘VEHICLE RECLASSIFY’.

AQMZ 2701

Details: wagon ‘AQMZ 2701 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 28.05.1974
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Fleet Grp Code: WP
Return to Service Date: 29.07.1994
Due Triple Valve: 01.04.1995
Last Triple Valve: 18.12.1991
Last Brake Cylinder: 14.09.1993
Last Single Car Test: 14.01.1993
Last Lift: 15.02.1983
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE FRICTION WEDGE’.
16.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2701 B’
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27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘WHEEL SET’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2701 B’
18.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2701 B’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
06.06.1990 Repair ‘TRAIN PIPE’.
06.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2701 B’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘COUPLER COMPLETE’.
12.07.1990 Repair ‘STEP’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘WHEEL SET’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘TRAIN PIPE (END)’.
06.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2701 B’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘TWIST LOCK’.
02.07.1991 Repair ‘TWIST LOCK’.
02.07.1991 Repair ‘TWIST LOCK’.
02.07.1991 Repair ‘TWIST LOCK’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
05.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘TWIST LOCK’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
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13.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE PULL ROD’.
13.11.1991 Repair ‘EMPTY LOAD VALVE’.
13.11.1991 Repair ‘GRADE CONTROL VALVE’.
13.11.1991 Repair ‘STRIKING CASTING’.
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE LEVER’.
18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
30.12.1991 Repair ‘HANDRAILS’.
30.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2701 B’
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2701 B’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE WEAR PLATES’.
02.03.1992 Repair ‘BRAKE BLOCK RB95’.
02.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.03.1992 Repair ‘BRAKE LEVER’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
23.04.1992 Repair ‘WHEEL SET’.
23.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘WHEEL SET’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BOLSTER’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
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03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
10.08.1992 Alteration complete ‘PLEASE SELECT 6 ‘AQMP’ WAGONS AND FIT

MINER TCC-II-35XX CONSTANT CONTACT SIDEBEARERS (FRICTION WEDGE
AND W.PLATE SHOULD MEET THE R43 MECHANICAL STANDARD).
RECLASSIFY TO ‘AQMZ’ AND STENCIL FOR 130 KM/H OPERATION. MODIFY
WAGON AS PER AQMP2709. FRICTION WEDGES ARE TO BE MACHINED TO
DWG A3/W3-44A ITEM 2. CONVERSION DWG A1/W1-254. AQMP 6 TO BE
SELECTED. (RS4720)’. New class: ‘AQMZ’.

02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BEARERS’.
02.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Repair ‘VEHICLE RECLASSIFY’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2701 B’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE BEARINGS’.
11.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1993 Repair ‘BRAKE PULL ROD’.
11.01.1993 Repair ‘CARD OR CLIP HOLDER’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘TWIST LOCK’.
11.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1993 Repair ‘WHEEL SET’.
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1993 Repair ‘BRAKE BLOCK RB95’.
24.07.1993 Repair ‘BRAKE PULL ROD’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1993 Repair ‘TRAIN PIPE (END)’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Repair ‘WHEEL SET’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.09.1993 Repair ‘BOGIE SPRING’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘TWIST LOCK’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BEARERS’.
21.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.

3718



2.132. Wagon classification starting with ‘AQM’

21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.

AQMZ 2709

Details: wagon ‘AQMZ 2709 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 29.07.1974
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Fleet Grp Code: WP
Return to Service Date: 14.06.1995
Last Brake Cylinder: 29.07.1993
Last Single Car Test: 29.07.1993
Last Lift: 08.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2709 E’
29.09.1989 Repair ‘HANDRAILS END’.
29.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2709 E’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2709 E’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BOGIE SIDEFRAME’.
03.05.1990 Repair ‘BRAKE BLOCK RB101’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Repair ‘WHEEL SET’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘WHEEL SET’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
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22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Repair ‘WHEEL SET’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
11.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2709 E’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2709 E’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘STEP’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
26.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1991 Repair ‘BRAKE BLOCK RB95’.
26.10.1991 Repair ‘COUPLER COMPLETE’.
26.10.1991 Repair ‘COUPLER KNUCKLE’.
26.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.10.1991 Repair ‘EMPTY LOAD VALVE’.
26.10.1991 Repair ‘GRADE CONTROL VALVE’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
01.12.1991 Repair ‘TWIST LOCK’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2709 E’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2709 E’
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2709 E’
28.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
05.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
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05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
07.07.1992 Alteration complete ‘FIT MINER TCC-II-35XX RESILIENT SIDEBEARERS

AND SIDEBEARER WEDGES TO AQMP2709 AND RECLASSIFY AQMZ (AFTER
TESTING). (RS4711)’. New class: ‘AQMZ’.

20.07.1992 Repair ‘VEHICLE COMPLETE’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BEARERS’.
29.07.1992 Repair ‘COUPLER KNUCKLE’.
29.07.1992 Repair ‘EMPTY LOAD VALVE’.
29.07.1992 Repair ‘RELAY VALVE’.
29.07.1992 Repair ‘SIDE BEARER’.
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
26.08.1992 Repair ‘BOGIE BEARINGS’.
26.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2709 E’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Repair ‘SIDE BEARER’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘VEHICLE RECLASSIFY’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2709 E’
22.04.1993 Repair ‘WHEEL SET’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Repair ‘WHEEL SET’.
12.09.1993 Repair ‘WHEEL SET’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
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AQMZ 2718

Details: wagon ‘AQMZ 2718 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 163
Date Built: 06.09.1974
Operating System: TRANS POOL
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: BSTM

Capacity of 52 tonnes

Fleet Grp Code: WP
Return to Service Date: 16.12.1995
Last Brake Cylinder: 23.03.1990
Last Single Car Test: 07.07.1993
Last Lift: 14.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘WHEEL SET’.
05.08.1989 Repair ‘WHEEL SET’.
05.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
05.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
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10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2718 D’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘COUPLER KNUCKLE’.
23.03.1990 Repair ‘EMPTY LOAD VALVE’.
23.03.1990 Repair ‘GRADE CONTROL VALVE’.
23.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘WHEEL SET’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE COMPLETE’.
02.11.1990 Repair ‘SIDE STEP’.
02.11.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1990 Repair ‘TWIST LOCK’.
02.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2718 D’
04.12.1990 Repair ‘BOGIE BEARINGS’.
04.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
05.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1991 Repair ‘COUPLER KNUCKLE’.
05.01.1991 Repair ‘EMPTY LOAD VALVE’.
05.01.1991 Repair ‘GRADE CONTROL VALVE’.
05.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
03.03.1991 Repair ‘STEP’.
03.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2718 D’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘WHEEL SET’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
09.11.1991 Repair ‘HANDRAILS END’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
04.02.1992 Repair ‘TWIST LOCK’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
08.02.1992 Repair ‘TWIST LOCK’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2718 D’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
10.08.1992 Alteration complete ‘PLEASE SELECT 6 ‘AQMP’ WAGONS AND FIT

MINER TCC-II-35XX CONSTANT CONTACT SIDEBEARERS (FRICTION WEDGE
AND W.PLATE SHOULD MEET THE R43 MECHANICAL STANDARD).
RECLASSIFY TO ‘AQMZ’ AND STENCIL FOR 130 KM/H OPERATION. MODIFY
WAGON AS PER AQMP2709. FRICTION WEDGES ARE TO BE MACHINED TO
DWG A3/W3-44A ITEM 2. CONVERSION DWG A1/W1-254. AQMP 6 TO BE
SELECTED. (RS4720)’. New class: ‘AQMZ’.

26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BEARERS’.
26.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘SIDE BEARER’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
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26.01.1993 Repair ‘VEHICLE RECLASSIFY’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2718 D’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘ISOLATING COCK’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BRANCH PIPE’.
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE CONTROL PIPE’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Repair ‘WHEEL SET’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.

2.133 Wagon classification starting with ‘AQN’

AQNY 3199

08.09.1987 Reclassified from wagon ‘AQNY 3199 K’ to ’ wagon ‘AQNY 106 X’.

AQNY 4265

10.03.1988 Alteration complete ‘FIT 6 NO ‘AQMX’ CONTAINER WAGONS AS
FOLLOWS A) 3 NO ‘AQMX’ WITH U.T.D.C. CROSSBRACED BOGIES B) 3 NO
‘AQMX’ WITH OVER HAULED 3 PIECE RIDE CONTROL BOGIES WITH NEW
WHEELS. C) ASSEMBLE WAGONS IN PAIRS. MADE UP OF 1 CROSS BRACED
BOGIE WAGON & 1 RIDE CONYROL BOGIE WAGON. D) REMOVE
UNCOUPLING RODS BETWEEN WAGON PAIRS. RECLASSIFY WAGONS TO
‘AQMF’ (RS4268)’. New class: ‘AQMF’.

08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4265 G’
26.10.1989 Repair ‘STEP’.
26.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4265 G’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4265 G’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4265 G’
13.07.1990 Repair ‘HANDRAILS END’.
13.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4265 G’
09.08.1990 Alteration complete ‘RECLASSIFY 2 NO. ‘AQMF’ CONTAINER FLAT

WAGONS WITH U.T.D.C. CROSS BRACED BOGIES TO ‘AQMY‘. AQMF 4265 &
4279. (RS4530)’. New class: ‘AQMY’.

09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE LEVER’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4265 G’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER COMPLETE’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘STEP’.
14.01.1991 Repair ‘TWIST LOCK’.
14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1991 Repair ‘VEHICLE RECLASSIFY’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4265 G’
21.03.1991 Repair ‘CARD OR CLIP HOLDER’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4265 G’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4265 G’
17.12.1991 Alteration complete ‘RECLASSIFY ‘AQMY’ FLAT WAGONS WITH CROSS

BRACED BOGIES TO ‘AQNY‘. AQMY 4239,4265,4279. (RS4668)’. New class:
‘AQNY’.

20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 4265 G’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘VEHICLE RECLASSIFY’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4265 G’
14.02.1992 Repair ‘TWIST LOCK’.
16.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.134 Wagon classification starting with ‘AQO’

AQOX 2571

28.04.1993 Reclassified from wagon ‘AQOX 2571 M’ to ’ wagon ‘AQOY 2571 Q’.

AQOY 2177

14.07.1994 Reclassified from wagon ‘AQOY 2177 T’ to ’ wagon ‘RQOY 2177 N’.

AQOY 2178

07.07.1994 Reclassified from wagon ‘AQOY 2178 F’ to ’ wagon ‘RQOY 2178 W’.

AQOY 2179

22.09.1994 Reclassified from wagon ‘AQOY 2179 Y’ to ’ wagon ‘RQOY 2179 X’.

AQOY 2180

06.07.1994 Reclassified from wagon ‘AQOY 2180 K’ to ’ wagon ‘RQOY 2180 E’.

AQOY 2181

29.05.1994 Reclassified from wagon ‘AQOY 2181 T’ to ’ wagon ‘RQOY 2181 N’.

AQOY 2182

18.06.1994 Reclassified from wagon ‘AQOY 2182 F’ to ’ wagon ‘RQOY 2182 W’.

AQOY 2187

04.06.1994 Reclassified from wagon ‘AQOY 2187 E’ to ’ wagon ‘RQOY 2187 V’.

AQOY 2188

08.05.1994 Reclassified from wagon ‘AQOY 2188 N’ to ’ wagon ‘RQOY 2188 H’.
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AQOY 2189

14.10.1994 Reclassified from wagon ‘AQOY 2189 W’ to ’ wagon ‘RQOY 2189 Q’.

AQOY 2191

30.05.1994 Reclassified from wagon ‘AQOY 2191 E’ to ’ wagon ‘RQOY 2191 V’.

AQOY 2192

02.06.1994 Reclassified from wagon ‘AQOY 2192 N’ to ’ wagon ‘RQOY 2192 H’.

AQOY 2193

25.08.1994 Reclassified from wagon ‘AQOY 2193 W’ to ’ wagon ‘RQOY 2193 Q’.

AQOY 2194

28.04.1994 Reclassified from wagon ‘AQOY 2194 X’ to ’ wagon ‘RQOY 2194 C’.

AQOY 2196

13.07.1994 Reclassified from wagon ‘AQOY 2196 D’ to ’ wagon ‘RQOY 2196 U’.

AQOY 2197

04.06.1994 Reclassified from wagon ‘AQOY 2197 M’ to ’ wagon ‘RQOY 2197 G’.

AQOY 2198

15.05.1994 Reclassified from wagon ‘AQOY 2198 V’ to ’ wagon ‘RQOY 2198 P’.

AQOY 2199

18.05.1994 Reclassified from wagon ‘AQOY 2199 H’ to ’ wagon ‘RQOY 2199 B’.

AQOY 2200

04.05.1994 Reclassified from wagon ‘AQOY 2200 W’ to ’ wagon ‘RQOY 2200 Q’.

AQOY 2201

04.08.1994 Reclassified from wagon ‘AQOY 2201 X’ to ’ wagon ‘RQOY 2201 C’.

AQOY 2213

25.06.1994 Reclassified from wagon ‘AQOY 2213 L’ to ’ wagon ‘RQOY 2213 F’.

AQOY 2214

04.02.1994 Reclassified from wagon ‘AQOY 2214 U’ to ’ wagon ‘RQOY 2214 Y’.
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AQOY 2215

25.04.1994 Reclassified from wagon ‘AQOY 2215 G’ to ’ wagon ‘RQOY 2215 A’.

AQOY 2216

12.06.1994 Reclassified from wagon ‘AQOY 2216 P’ to ’ wagon ‘RQOY 2216 J’.

AQOY 2218

06.05.1994 Reclassified from wagon ‘AQOY 2218 K’ to ’ wagon ‘RQOY 2218 E’.

AQOY 2219

15.05.1994 Reclassified from wagon ‘AQOY 2219 T’ to ’ wagon ‘RQOY 2219 N’.

AQOY 2220

29.05.1994 Reclassified from wagon ‘AQOY 2220 P’ to ’ wagon ‘RQOY 2220 J’.

AQOY 2221

16.05.1994 Reclassified from wagon ‘AQOY 2221 B’ to ’ wagon ‘RQOY 2221 S’.

AQOY 2222

22.07.1994 Reclassified from wagon ‘AQOY 2222 K’ to ’ wagon ‘RQOY 2222 E’.

AQOY 2224

04.06.1994 Reclassified from wagon ‘AQOY 2224 F’ to ’ wagon ‘RQOY 2224 W’.

AQOY 2225

11.06.1994 Reclassified from wagon ‘AQOY 2225 Y’ to ’ wagon ‘RQOY 2225 X’.

AQOY 2226

19.06.1994 Reclassified from wagon ‘AQOY 2226 A’ to ’ wagon ‘RQOY 2226 R’.

AQOY 2227

16.05.1994 Reclassified from wagon ‘AQOY 2227 J’ to ’ wagon ‘RQOY 2227 D’.

AQOY 2228

15.06.1994 Reclassified from wagon ‘AQOY 2228 S’ to ’ wagon ‘RQOY 2228 M’.

AQOY 2229

17.04.1994 Reclassified from wagon ‘AQOY 2229 E’ to ’ wagon ‘RQOY 2229 V’.
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AQOY 2230

22.04.1994 Reclassified from wagon ‘AQOY 2230 A’ to ’ wagon ‘RQOY 2230 R’.

AQOY 2231

19.06.1994 Reclassified from wagon ‘AQOY 2231 J’ to ’ wagon ‘RQOY 2231 D’.

AQOY 2232

30.05.1994 Reclassified from wagon ‘AQOY 2232 S’ to ’ wagon ‘RQOY 2232 M’.

AQOY 2233

16.05.1994 Reclassified from wagon ‘AQOY 2233 E’ to ’ wagon ‘RQOY 2233 V’.

AQOY 2234

13.06.1994 Reclassified from wagon ‘AQOY 2234 N’ to ’ wagon ‘RQOY 2234 H’.

AQOY 2235

13.05.1994 Reclassified from wagon ‘AQOY 2235 W’ to ’ wagon ‘RQOY 2235 Q’.

AQOY 2236

09.05.1994 Reclassified from wagon ‘AQOY 2236 X’ to ’ wagon ‘RQOY 2236 C’.

AQOY 2238

06.07.1994 Reclassified from wagon ‘AQOY 2238 D’ to ’ wagon ‘RQOY 2238 U’.

AQOY 2241

13.06.1994 Reclassified from wagon ‘AQOY 2241 R’ to ’ wagon ‘RQOY 2241 L’.

AQOY 2244

15.05.1994 Reclassified from wagon ‘AQOY 2244 V’ to ’ wagon ‘RQOY 2244 P’.

AQOY 2245

26.04.1994 Reclassified from wagon ‘AQOY 2245 H’ to ’ wagon ‘RQOY 2245 B’.

AQOY 2247

15.05.1994 Reclassified from wagon ‘AQOY 2247 C’ to ’ wagon ‘RQOY 2247 T’.

AQOY 2248

29.05.1994 Reclassified from wagon ‘AQOY 2248 L’ to ’ wagon ‘RQOY 2248 F’.
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AQOY 2249

29.05.1994 Reclassified from wagon ‘AQOY 2249 U’ to ’ wagon ‘RQOY 2249 Y’.

AQOY 2250

15.05.1994 Reclassified from wagon ‘AQOY 2250 Q’ to ’ wagon ‘RQOY 2250 K’.

AQOY 2251

20.04.1994 Reclassified from wagon ‘AQOY 2251 C’ to ’ wagon ‘RQOY 2251 T’.

AQOY 2253

15.05.1994 Reclassified from wagon ‘AQOY 2253 U’ to ’ wagon ‘RQOY 2253 Y’.

AQOY 2254

Details: wagon ‘AQOY 2254 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 166
Date Built: 25.06.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQQX
BSG Code: FXQI

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CI SF SV
Return to Service Date: 23.11.1993
Due Triple Valve: 01.04.1995
Last Triple Valve: 08.06.1993
Last Brake Cylinder: 25.02.1993
Last Single Car Test: 04.06.1991
Last Lift: 08.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

07.07.1989 Repair ‘STEP’.
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07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQQX 2254 X’

13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQQX 2254 X’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRANCH PIPE’.
22.09.1989 Repair ‘END BRAKE COCK’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQQX 2254 X’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘END HOSE’.
16.05.1991 Repair ‘TRAIN PIPE (END)’.
16.05.1991 Repair ‘TWIST LOCK’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQQX 2254 X’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

02.03.1992 Repair ‘HANDRAILS END’.
02.03.1992 Repair ‘STEP’.
02.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQQX 2254 X’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘GRADE CONTROL VALVE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQQX 2254 X’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BEARERS’.
25.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘VEHICLE RECLASSIFY’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQQX 2254 X’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
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16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1993 Repair ‘HOSE FITTINGS’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘END BRAKE COCK’.
05.07.1993 Repair ‘HOSE FITTINGS’.
05.07.1993 Repair ‘TRAIN PIPE’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘END BRAKE COCK’.
07.07.1993 Repair ‘TRAIN PIPE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘END BRAKE COCK’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
07.04.1994 Alteration ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.

AQOY 2255

05.05.1994 Reclassified from wagon ‘AQOY 2255 P’ to ’ wagon ‘RQOY 2255 J’.

AQOY 2256

12.05.1994 Reclassified from wagon ‘AQOY 2256 B’ to ’ wagon ‘RQOY 2256 S’.

AQOY 2257

04.06.1994 Reclassified from wagon ‘AQOY 2257 K’ to ’ wagon ‘RQOY 2257 E’.

AQOY 2387

13.09.1994 Reclassified from wagon ‘AQOY 2387 S’ to ’ wagon ‘RQOY 2387 M’.

AQOY 2388

11.06.1994 Reclassified from wagon ‘AQOY 2388 E’ to ’ wagon ‘RQOY 2388 V’.
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AQOY 2389

11.08.1994 Reclassified from wagon ‘AQOY 2389 N’ to ’ wagon ‘RQOY 2389 H’.

AQOY 2390

19.04.1994 Reclassified from wagon ‘AQOY 2390 J’ to ’ wagon ‘RQOY 2390 D’.

AQOY 2393

26.05.1994 Reclassified from wagon ‘AQOY 2393 N’ to ’ wagon ‘RQOY 2393 H’.

AQOY 2395

04.06.1994 Reclassified from wagon ‘AQOY 2395 X’ to ’ wagon ‘RQOY 2395 C’.

AQOY 2397

13.07.1994 Reclassified from wagon ‘AQOY 2397 D’ to ’ wagon ‘RQOY 2397 U’.

AQOY 2399

15.05.1994 Reclassified from wagon ‘AQOY 2399 V’ to ’ wagon ‘RQOY 2399 P’.

AQOY 2401

01.07.1994 Reclassified from wagon ‘AQOY 2401 W’ to ’ wagon ‘RQOY 2401 Q’.

AQOY 2402

04.06.1994 Reclassified from wagon ‘AQOY 2402 X’ to ’ wagon ‘RQOY 2402 C’.

AQOY 2403

21.04.1994 Reclassified from wagon ‘AQOY 2403 R’ to ’ wagon ‘RQOY 2403 L’.

AQOY 2404

17.04.1994 Reclassified from wagon ‘AQOY 2404 D’ to ’ wagon ‘RQOY 2404 U’.

AQOY 2571

Details: wagon ‘AQOY 2571 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 189
Date Built: 08.01.1973
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC SF SV
Return to Service Date: 25.07.1995
Due Triple Valve: 02.08.1991
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 02.08.1990
Last Lift: 01.04.1982
Cont Connector Type:] P
Cont Max Slots: 3

09.03.1990 Alteration complete ‘CONVERT (1) ACCIDENT DAMAGED ‘AOOX’ OPEN
WAGON TO A CONTAINER FLAT WAGON AND RECLASSIFY TO AQOX 2571M.
AOOX 2571. (RS4484)’. New class: ‘AQOX’.

04.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.06.1990 Repair ‘BRAKE LEVER’.
04.06.1990 Repair ‘BRAKE PIN’.
04.06.1990 Repair ‘BRAKE PIN’.
04.06.1990 Repair ‘BRAKE PULL ROD’.
04.06.1990 Repair ‘BRAKE SPRING’.
04.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1990 Repair ‘TRAIN PIPE (END)’.
04.06.1990 Repair ‘VEHICLE RECLASSIFY’.
04.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOX 2571 M’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BEARERS’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘BRAKE PULL ROD’.
30.07.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Repair ‘END HOSE’.
30.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1990 Repair ‘HANDRAILS’.
30.07.1990 Repair ‘HANDRAILS END’.

3737



2. TIMS GROUP INFORMATION - WAGONS

30.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1990 Repair ‘SIDE BEARER’.
30.07.1990 Repair ‘SIDE STEP’.
30.07.1990 Repair ‘STEP’.
30.07.1990 Repair ‘TRAIN PIPE (END)’.
30.07.1990 Repair ‘TRAIN PIPE’.
30.07.1990 Repair ‘TWIST LOCK’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOX 2571 M’
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Repair ‘VEHICLE STENCILS’.
03.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOX 2571 M’
06.08.1990 Repair ‘END BRAKE COCK’.
06.08.1990 Repair ‘SIDE STEP’.
06.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOX 2571 M’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘SIDE STEP’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOX 2571 M’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE SPRING’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOX 2571 M’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOX 2571 M’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1993 Repair ‘HANDRAILS’.
28.04.1993 Repair ‘SIDE BEARER’.
28.04.1993 Repair ‘VEHICLE RECLASSIFY’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOX 2571 M’
19.05.1993 Repair ‘WHEEL SET’.
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07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘TRAIN PIPE (END)’.
07.07.1993 Repair ‘TRAIN PIPE’.
18.07.1993 Repair ‘HANDRAILS’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BRANCH PIPE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.

2.135 Wagon classification starting with ‘AQP’

AQPY 2708

29.10.1987 Reclassified from wagon ‘AQPY 2708 R’ to ’ wagon ‘AQMP 2708 S’.

AQPY 2713

17.10.1988 Reclassified from wagon ‘AQPY 2713 D’ to ’ wagon ‘AQMP 2713 E’.

AQPY 2716

26.11.1987 Reclassified from wagon ‘AQPY 2716 H’ to ’ wagon ‘AQMP 2716 X’.

AQPY 2725

14.09.1989 Reclassified from wagon ‘AQPY 2725 G’ to ’ wagon ‘AQMP 2725 H’.

2.136 Wagon classification starting with ‘AQQ’

AQQX 2254

25.02.1993 Reclassified from wagon ‘AQQX 2254 X’ to ’ wagon ‘AQOY 2254 G’.

AQQY 4204

Details: wagon ‘AQQY 4204 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C

3739



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 01.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Return to Service Date: 29.11.1996
Last Triple Valve: 15.01.1991
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 18.12.1989
Last Lift: 11.02.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

04.08.1989 Repair ‘STEP’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘BRAKE LEVER’.
24.11.1989 Repair ‘BRANCH PIPE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
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24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘TRAIN PIPE (END)’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘WHEEL SET’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4204 N’
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BOLSTER’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘WHEEL SET’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4204 N’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
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TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘BRAKE PULL ROD’.
31.10.1990 Repair ‘CARD OR CLIP HOLDER’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Repair ‘EMPTY LOAD VALVE’.
31.10.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
31.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
14.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
22.06.1991 Repair ‘BRAKE BLOCK RB95’.
22.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4204 N’
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
13.08.1991 Repair ‘BRAKE BLOCK RB95’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4204 N’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
18.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4204 N’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1992 Repair ‘BOGIE SPRING’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘GRADE CONTROL VALVE’.
30.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1992 Repair ‘TWIST LOCK’.
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30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘WHEEL SET’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4204 N’
20.08.1992 Repair ‘HANDRAILS END’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1993 Repair ‘BRAKE PULL ROD’.
13.01.1993 Repair ‘COUPLER KNUCKLE’.
13.01.1993 Repair ‘EMPTY LOAD VALVE’.
13.01.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Repair ‘WHEEL SET’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4204 N’
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BRAKE BLOCK RB95’.
31.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.03.1993 Repair ‘COUPLER KNUCKLE’.
31.03.1993 Repair ‘EMPTY LOAD VALVE’.
31.03.1993 Repair ‘GRADE CONTROL VALVE’.
31.03.1993 Repair ‘STRIKING CASTING’.
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
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21.04.1993 Repair ‘VEHICLE RECLASSIFY’.
21.04.1993 Repair ‘VEHICLE STENCILS’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4204 N’
22.05.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
29.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4206

Details: wagon ‘AQQY 4206 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 24.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 15.10.1995
Last Brake Cylinder: 30.04.1993
Last Lift: 27.06.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.01.1990 Repair ‘HANDRAILS’.
16.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4206 X’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘BRAKE LEVER’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1990 Repair ‘HANDRAILS’.
10.08.1990 Repair ‘HANDRAILS END’.
10.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1990 Repair ‘SIDE BEARER’.
10.08.1990 Repair ‘TOP CENTRE PLATE’.
10.08.1990 Repair ‘TRAIN PIPE (END)’.
10.08.1990 Repair ‘WEAR PLATES & SADDLES’.
10.08.1990 Repair ‘YOKE COMPLETE’.
10.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4206 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘SIDE SILL’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
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04.04.1991 Repair ‘VEHICLE COMPLETE’.
04.04.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4206 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4206 X’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘STEP’.
15.05.1991 Repair ‘TOP CENTRE PLATE’.
15.05.1991 Repair ‘TRAIN PIPE (END)’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BEARERS’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1991 Repair ‘SIDE BEARER’.
31.05.1991 Repair ‘VEHICLE RECLASSIFY’.
31.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4206 X’
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COUPLER COMPLETE’.
11.11.1991 Repair ‘STANCHION’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
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11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
22.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘TWIST LOCK’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BOLSTER’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘STEP’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE SIDEFRAME’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘EMPTY LOAD VALVE’.
12.03.1992 Repair ‘GRADE CONTROL VALVE’.
12.03.1992 Repair ‘LASHING POINT’.
12.03.1992 Repair ‘SIDE BEARER’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1992 Repair ‘COUPLER KNUCKLE’.
06.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
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06.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1992 Repair ‘EMPTY LOAD VALVE’.
06.07.1992 Repair ‘GRADE CONTROL VALVE’.
06.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
15.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1992 Repair ‘BOGIE COMPLETE’.
15.08.1992 Repair ‘VEHICLE COMPLETE’.
15.08.1992 Repair ‘WHEEL SET’.
15.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1992 Repair ‘EMPTY LOAD VALVE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BRAKE BLOCK RB95’.
07.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.09.1992 Repair ‘STEP’.
07.09.1992 Repair ‘VEHICLE COMPLETE’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4206 X’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘AXLEBOX’.
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4206 X’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘TRAIN PIPE (END)’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘VEHICLE RECLASSIFY’.
30.04.1993 Repair ‘VEHICLE STENCILS’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4206 X’
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02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARINGS’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Repair ‘HAND RELEASE (AIR)’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘END BRAKE COCK’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
29.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘COUPLER COMPLETE’.
31.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1993 Repair ‘COUPLER KNUCKLE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘STEP’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.

AQQY 4218

Details: wagon ‘AQQY 4218 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 18.10.1976
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Last Triple Valve: 04.05.1992
Last Brake Cylinder: 06.09.1991
Last Single Car Test: 04.05.1992
Last Lift: 24.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

25.07.1989 Repair ‘END HOSE’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4218 L’
14.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
29.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4218 L’
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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03.04.1990 Repair ‘BRANCH PIPE’.
03.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4218 L’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 4218 L’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘TRAIN PIPE (END)’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4218 L’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Repair ‘WHEEL SET’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Repair ‘TRAIN PIPE’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4218 L’
09.07.1991 Repair ‘END BRAKE COCK’.
09.07.1991 Repair ‘END HOSE’.
09.07.1991 Repair ‘TRAIN PIPE (END)’.
09.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4218 L’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
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20.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
17.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4218 L’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BEARERS’.
04.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1992 Repair ‘SIDE BEARER’.
04.02.1992 Repair ‘WHEEL SET’.
04.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4218 L’
09.02.1992 Repair ‘TWIST LOCK’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘TOP CENTRE PLATE’.
12.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4218 L’
16.02.1992 Repair ‘TWIST LOCK’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
01.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
09.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4218 L’

29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE CONTROL PIPE’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1992 Repair ‘TOP CENTRE PLATE’.
29.04.1992 Repair ‘YOKE COMPLETE’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4218 L’
27.07.1992 Repair ‘HANDRAILS END’.
27.07.1992 Repair ‘VEHICLE COMPLETE’.
27.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4218 L’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

28.03.1993 Repair ‘TWIST LOCK’.
28.03.1993 Repair ‘TWIST LOCK’.
28.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4218 L’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘AXLEBOX’.
16.07.1993 Repair ‘BOGIE BEARINGS’.
16.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘END BRAKE COCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘VEHICLE RECLASSIFY’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4218 L’
07.01.1994 Repair ‘TWIST LOCK’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
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20.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4219

Details: wagon ‘AQQY 4219 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 14.12.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 07.03.1996
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 06.06.1991
Last Lift: 28.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
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WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
07.09.1989 Repair ‘END HOSE’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BEARINGS’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘TOP CENTRE PLATE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
08.10.1989 Repair ‘HANDRAILS’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4219 U’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘TRAIN PIPE (END)’.
16.03.1990 Repair ‘TRAIN PIPE’.
16.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4219 U’
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘EMPTY LOAD VALVE’.
29.03.1990 Repair ‘GRADE CONTROL VALVE’.
29.03.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘HANDRAILS END’.
19.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4219 U’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4219 U’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4219 U’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4219 U’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘HANDRAILS’.
05.06.1991 Repair ‘HANDRAILS END’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1991 Repair ‘TRAIN PIPE (END)’.
05.06.1991 Repair ‘TRAIN PIPE’.
05.06.1991 Repair ‘TWIST LOCK’.
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05.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4219 U’
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘WHEEL SET’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
12.03.1992 Repair ‘VEHICLE COMPLETE’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
04.02.1993 Repair ‘HANDRAILS’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
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‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4219 U’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘EMPTY LOAD VALVE’.
25.05.1993 Repair ‘GRADE CONTROL VALVE’.
25.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘VEHICLE RECLASSIFY’.
25.05.1993 Repair ‘VEHICLE STENCILS’.
25.05.1993 Repair ‘WHEEL SET’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4219 U’
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4219 U’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4221

Details: wagon ‘AQQY 4221 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 11.11.1976
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 20.02.1997
Last Brake Cylinder: 16.09.1991
Last Single Car Test: 26.06.1989
Last Lift: 30.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘COUPLER KNUCKLE’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
10.11.1989 Repair ‘HANDRAILS END’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘HANDRAILS’.
07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Repair ‘RELAY VALVE’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE COMPLETE’.
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29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
11.05.1990 Repair ‘HANDRAILS END’.
11.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4221 C’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘HANDRAILS’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4221 C’
25.01.1991 Repair ‘HANDRAILS END’.
25.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4221 C’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4221 C’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER COMPLETE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4221 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1991 Repair ‘TWIST LOCK’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘WHEEL SET’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
25.09.1991 Repair ‘TWIST LOCK’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
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10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘WHEEL SET’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BOLSTER’.
19.11.1991 Repair ‘HANDRAILS END’.
19.11.1991 Repair ‘HANDRAILS END’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘STEP’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Repair ‘WHEEL SET’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
24.12.1991 Repair ‘TWIST LOCK’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4221 C’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘GRADE CONTROL VALVE’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘WHEEL SET’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘STANCHION’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4221 C’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
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08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘VEHICLE RECLASSIFY’.
08.06.1993 Repair ‘VEHICLE STENCILS’.
08.06.1993 Repair ‘WHEEL SET’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4221 C’
22.09.1993 Repair ‘TWIST LOCK’.
14.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1993 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4222

Details: wagon ‘AQQY 4222 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 15.12.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Fleet Grp Code: AD SF SV
Return to Service Date: 27.11.1996
Last Brake Cylinder: 08.12.1992
Last Single Car Test: 07.03.1994
Last Lift: 15.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘TWIST LOCK’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘EMPTY LOAD VALVE’.
17.05.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1990 Repair ‘TRAIN PIPE (END)’.
26.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4222 L’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
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‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4222 L’
31.07.1991 Repair ‘BOGIE BEARERS’.
31.07.1991 Repair ‘HANDRAILS’.
31.07.1991 Repair ‘HANDRAILS END’.
31.07.1991 Repair ‘VEHICLE RECLASSIFY’.
31.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4222 L’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘END COMPLETE’.
01.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4222 L’
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
02.10.1991 Repair ‘TWIST LOCK’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
06.10.1991 Repair ‘BRAKE BLOCK RB95’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘TWIST LOCK’.
01.11.1991 Repair ‘VEHICLE COMPLETE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
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29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
23.12.1991 Repair ‘TWIST LOCK’.
23.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘WHEEL SET’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘SIDE COMPLETE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
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16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4222 L’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Repair ‘WHEEL SET’.
08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4222 L’
27.01.1993 Repair ‘STEP’.
27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4222 L’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1993 Repair ‘WHEEL SET’.
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26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BRAKE BLOCK RB95’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘VEHICLE RECLASSIFY’.
07.05.1993 Repair ‘VEHICLE STENCILS’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4222 L’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Repair ‘TWIST LOCK’.
09.06.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRAKE BLOCK RB95’.
07.07.1993 Repair ‘BRAKE LEVER’.
07.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘WHEEL SET’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
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AQQY 4225

Details: wagon ‘AQQY 4225 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 13.01.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 23.08.1996
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 13.09.1990
Last Single Car Test: 22.09.1992
Last Lift: 23.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
11.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
30.06.1990 Repair ‘STEP’.
30.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4225 P’
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1990 Repair ‘STANCHION’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE RETARE’.
13.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
11.04.1991 Repair ‘STEP’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4225 P’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BOGIE COMPLETE’.
20.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
20.04.1991 Repair ‘BRAKE BLOCK RB95’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
12.05.1991 Repair ‘BOGIE BEARERS’.
12.05.1991 Repair ‘VEHICLE RECLASSIFY’.
12.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4225 P’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘END COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘WHEEL SET’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4225 P’
31.05.1991 Repair ‘STEP’.
31.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1991 Repair ‘BRAKE BLOCK RB95’.
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31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘WHEEL SET’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
21.09.1991 Repair ‘TWIST LOCK’.
21.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘TWIST LOCK’.
14.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4225 P’
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE CONTROL PIPE’.
20.11.1991 Repair ‘TWIST LOCK’.
20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRANCH PIPE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
21.12.1991 Repair ‘TWIST LOCK’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1992 Repair ‘HANDRAILS END’.
07.02.1992 Repair ‘TOP CENTRE PLATE’.
07.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4225 P’
14.02.1992 Repair ‘TWIST LOCK’.
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14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4225 P’

19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘WHEEL SET’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1992 Repair ‘BOGIE COMPLETE’.
24.06.1992 Repair ‘BRAKE LEVER’.
24.06.1992 Repair ‘BRAKE PULL ROD’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BEARERS’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BOGIE COMPLETE’.
16.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘HANDRAILS’.
16.09.1992 Repair ‘HANDRAILS END’.
16.09.1992 Repair ‘VEHICLE COMPLETE’.
16.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4225 P’
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘EMPTY LOAD VALVE’.
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26.01.1993 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4225 P’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘AXLEBOX’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘BRAKE PIN’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘VEHICLE RECLASSIFY’.
23.06.1993 Repair ‘VEHICLE STENCILS’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4225 P’
27.10.1993 Repair ‘DOOR LOCK MECHANISM’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
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AQQY 4226

Details: wagon ‘AQQY 4226 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 21.01.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 20.03.1996
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 04.05.1989
Last Single Car Test: 15.07.1991
Last Lift: 05.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
25.07.1989 Repair ‘GRADE CONTROL VALVE’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
05.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1990 Repair ‘COUPLER KNUCKLE’.
05.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.05.1990 Repair ‘EMPTY LOAD VALVE’.
05.05.1990 Repair ‘GRADE CONTROL VALVE’.
05.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘VEHICLE STENCILS’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.10.1990 Repair ‘HANDRAILS END’.
07.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4226 B’
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘BRAKE BLOCK RB95’.
15.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1990 Repair ‘COUPLER KNUCKLE’.
15.12.1990 Repair ‘EMPTY LOAD VALVE’.
15.12.1990 Repair ‘GRADE CONTROL VALVE’.
15.12.1990 Repair ‘HANDRAILS END’.
15.12.1990 Repair ‘TWIST LOCK’.
15.12.1990 Repair ‘TWIST LOCK’.
15.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
11.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4226 B’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BRANCH PIPE’.
12.07.1991 Repair ‘BRANCH PIPE’.
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4226 B’
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4226 B’
26.11.1991 Repair ‘VEHICLE RECLASSIFY’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1991 Repair ‘BRAKE LEVER’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
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10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4226 B’
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4226 B’
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
07.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BEARERS’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘SIDE BEARER’.
11.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4226 B’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
17.08.1992 Repair ‘TWIST LOCK’.
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17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4226 B’

19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
17.10.1992 Repair ‘TWIST LOCK’.
17.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
15.11.1992 Repair ‘TWIST LOCK’.
15.11.1992 Repair ‘TWIST LOCK’.
15.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
21.01.1993 Repair ‘STANCHION’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4226 B’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

3780



2.136. Wagon classification starting with ‘AQQ’

‘AQSY 4226 B’
01.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.05.1993 Repair ‘COUPLER KNUCKLE’.
01.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘VEHICLE RECLASSIFY’.
01.05.1993 Repair ‘VEHICLE STENCILS’.
01.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4226 B’
10.08.1993 Repair ‘BRAKE BLOCK RB101’.
10.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4226 B’
20.10.1993 Repair ‘TWIST LOCK’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘TWIST LOCK’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4230

Details: wagon ‘AQQY 4230 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 17.02.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 23.01.1997
Last Brake Cylinder: 30.06.1988
Last Single Car Test: 07.06.1990
Last Lift: 03.11.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BOLSTER’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘EMPTY LOAD VALVE’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
26.07.1989 Repair ‘WHEEL SET’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
23.10.1989 Repair ‘HANDRAILS’.
23.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4230 B’
05.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
12.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘SIDE BEARER’.
13.11.1989 Repair ‘TOP CENTRE PLATE’.
13.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4230 B’
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12.02.1990 Repair ‘HANDRAILS END’.
12.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4230 B’
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4230 B’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘BRAKE PULL ROD’.
05.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1990 Repair ‘TRAIN PIPE’.
05.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4230 B’
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘TWIST LOCK’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
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18.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE LEVER’.
06.09.1990 Repair ‘BRAKE PULL ROD’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘WHEEL SET’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘WHEEL SET’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BRAKE BLOCK RB95’.
01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘END BRAKE COCK’.
13.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4230 B’
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘BRAKE BLOCK RB95’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘EMPTY LOAD VALVE’.
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18.05.1991 Repair ‘GRADE CONTROL VALVE’.
18.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1991 Repair ‘TWIST LOCK’.
18.05.1991 Repair ‘TWIST LOCK’.
18.05.1991 Repair ‘TWIST LOCK’.
18.05.1991 Repair ‘TWIST LOCK’.
18.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘WHEEL SET’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
13.08.1991 Repair ‘END HOSE’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
18.08.1991 Repair ‘BRAKE BLOCK RB95’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
05.10.1991 Repair ‘TWIST LOCK’.
05.10.1991 Repair ‘TWIST LOCK’.
05.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4230 B’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
23.12.1991 Repair ‘TWIST LOCK’.
23.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘TWIST LOCK’.
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30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1992 Repair ‘BRAKE LEVER’.
02.07.1992 Repair ‘BRAKE PIN’.
02.07.1992 Repair ‘BRAKE PULL ROD’.
02.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
25.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1992 Repair ‘BOGIE BEARERS’.
25.07.1992 Repair ‘BOGIE COMPLETE’.
25.07.1992 Repair ‘COUPLER KNUCKLE’.
25.07.1992 Repair ‘TWIST LOCK’.
25.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4230 B’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARINGS’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.10.1992 Repair ‘BRANCH PIPE’.
21.10.1992 Repair ‘CARD OR CLIP HOLDER’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRAKE LEVER’.
14.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.03.1993 Repair ‘TRAIN PIPE (END)’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘VEHICLE RECLASSIFY’.
02.06.1993 Repair ‘VEHICLE STENCILS’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4230 B’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
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AQQY 4232

Details: wagon ‘AQQY 4232 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 02.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 17.02.1997
Due Triple Valve: 01.04.1997
Last Single Car Test: 08.03.1990
Last Lift: 23.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4232 T’
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘WHEEL SET’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRANCH PIPE’.
09.11.1989 Repair ‘END BRAKE COCK’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4232 T’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4232 T’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘END BRAKE COCK’.
10.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4232 T’
12.01.1990 Repair ‘TWIST LOCK’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BRAKE LEVER’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘WHEEL SET’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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06.03.1990 Repair ‘HANDRAILS END’.
06.03.1990 Repair ‘STEP’.
06.03.1990 Repair ‘TOP CENTRE PLATE’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4232 T’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COUPLER COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
21.01.1991 Repair ‘STANCHION’.
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
18.03.1991 Repair ‘SHUNT PAD’.
18.03.1991 Repair ‘SHUNT PAD’.
18.03.1991 Repair ‘SHUNT PAD’.
18.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
29.03.1991 Repair ‘STEP’.
29.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4232 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
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19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
02.10.1991 Repair ‘TWIST LOCK’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
06.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
09.11.1991 Repair ‘TWIST LOCK’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4232 T’
13.01.1992 Repair ‘STEP’.
13.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4232 T’
08.02.1992 Repair ‘TWIST LOCK’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1992 Repair ‘COUPLER KNUCKLE’.
17.03.1992 Repair ‘TOP CENTRE PLATE’.
17.03.1992 Repair ‘TWIST LOCK’.

3791



2. TIMS GROUP INFORMATION - WAGONS

17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘TOP CENTRE PLATE’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
04.09.1992 Repair ‘STEP’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
21.09.1992 Repair ‘HANDRAILS’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
04.11.1992 Repair ‘STEP’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
22.11.1992 Repair ‘TWIST LOCK’.
22.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
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25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL
BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
02.04.1993 Repair ‘STANCHION’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4232 T’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘VEHICLE RECLASSIFY’.
21.05.1993 Repair ‘VEHICLE STENCILS’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4232 T’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER COMPLETE’.
27.05.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘STEP’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4233

Details: wagon ‘AQQY 4233 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 02.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 23.01.1997
Last Brake Cylinder: 23.10.1991
Last Single Car Test: 30.07.1991
Last Lift: 15.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4233 F’
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20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘TRAIN PIPE (END)’.
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4233 F’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Repair ‘SHUNT PAD’.
13.03.1990 Repair ‘STANCHION’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘SHUNT PAD’.
20.07.1990 Repair ‘SHUNT PAD’.
20.07.1990 Repair ‘STANCHION’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
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26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Repair ‘WHEEL SET’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
29.11.1990 Repair ‘HANDRAILS’.
29.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4233 F’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘END SILL’.
10.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1990 Repair ‘TWIST LOCK’.
10.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
30.01.1991 Repair ‘BRAKE LEVER’.
30.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1991 Repair ‘EMPTY LOAD VALVE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘WHEEL SET’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
25.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4233 F’
19.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4233 F’
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4233 F’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4233 F’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4233 F’
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘EMPTY LOAD VALVE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1991 Repair ‘STEP’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
20.11.1991 Repair ‘STEP’.
20.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
30.12.1991 Repair ‘STEP’.
30.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4233 F’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
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03.01.1992 Repair ‘BRAKE LEVER’.
03.01.1992 Repair ‘BRAKE PULL ROD’.
03.01.1992 Repair ‘HANDRAILS’.
03.01.1992 Repair ‘TWIST LOCK’.
03.01.1992 Repair ‘TWIST LOCK’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
29.02.1992 Repair ‘BRAKE BLOCK RB95’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
14.08.1992 Repair ‘SIDE STEP’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
28.08.1992 Repair ‘VEHICLE COMPLETE’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
04.09.1992 Repair ‘EMPTY LOAD VALVE’.
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04.09.1992 Repair ‘GRADE CONTROL VALVE’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘WHEEL SET’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
16.02.1993 Repair ‘HANDRAILS’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE BLOCK OTHER’.
25.02.1993 Repair ‘CARRIAGE/TRIMMING GENERAL’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.
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02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Issued at location ‘Aft islingtoN’ with a previous code of wagon

‘AQSY 4233 F’
15.05.1993 Repair ‘TWIST LOCK’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4233 F’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE BLOCK RB95’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘VEHICLE RECLASSIFY’.
05.07.1993 Repair ‘VEHICLE STENCILS’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4233 F’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4235

Details: wagon ‘AQQY 4235 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 10.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 26.11.1996
Last Triple Valve: 01.08.1988
Last Brake Cylinder: 02.11.1992
Last Single Car Test: 15.04.1994
Last Lift: 28.01.1982
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1989 Repair ‘YOKE CARRIER’.
03.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4235 A’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘STEP’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
14.10.1989 Repair ‘END BRAKE COCK’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4235 A’
25.10.1989 Repair ‘HANDRAILS END’.
25.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4235 A’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘HANDRAILS’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4235 A’

05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1990 Repair ‘EMPTY LOAD VALVE’.
01.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘WHEEL SET’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
16.10.1990 Repair ‘BOGIE BEARINGS’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘WHEEL SET’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
29.01.1991 Repair ‘STEP’.
29.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
01.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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01.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4235 A’
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
27.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1991 Repair ‘BOGIE COMPLETE’.
27.10.1991 Repair ‘BRAKE PULL ROD’.
27.10.1991 Repair ‘TRAIN PIPE’.
27.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4235 A’
29.11.1991 Repair ‘HANDRAILS END’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4235 A’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
15.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4235 A’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1992 Repair ‘BRAKE BLOCK RB95’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4235 A’
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1992 Repair ‘BOGIE BEARINGS’.
02.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
02.11.1992 Repair ‘HANDRAILS END’.
02.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘VEHICLE STENCILS’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE BLOCK RB95’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘TRAIN PIPE (END)’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4235 A’
07.05.1993 Repair ‘HANDRAILS’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4235 A’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Repair ‘VEHICLE STENCILS’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4235 A’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Repair ‘WHEEL SET’.
16.11.1993 Repair ‘STEP’.
25.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE BEARINGS’.
17.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
17.03.1994 Repair ‘COUPLER KNUCKLE’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘VEHICLE STENCILS’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
26.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4239

Details: wagon ‘AQQY 4239 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 11.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Fleet Grp Code: AD SF SV
Return to Service Date: 24.02.1997
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 08.07.1991
Last Lift: 11.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

10.03.1988 Alteration complete ‘FIT 6 NO ‘AQMX’ CONTAINER WAGONS AS
FOLLOWS A) 3 NO ‘AQMX’ WITH U.T.D.C. CROSSBRACED BOGIES B) 3 NO
‘AQMX’ WITH OVER HAULED 3 PIECE RIDE CONTROL BOGIES WITH NEW
WHEELS. C) ASSEMBLE WAGONS IN PAIRS. MADE UP OF 1 CROSS BRACED
BOGIE WAGON & 1 RIDE CONYROL BOGIE WAGON. D) REMOVE
UNCOUPLING RODS BETWEEN WAGON PAIRS. RECLASSIFY WAGONS TO
‘AQMF’ (RS4268)’. New class: ‘AQMF’.

15.03.1989 Alteration complete ‘FIT ‘STUCKI’ BOLSTERS AND ‘MINER’ TCC-50 AND
TC-2600A CONSTANT CONTACT SIDEBEARERS WITH ‘MINER’ R.SB POCKET
INSERTS TO TWO AQMF CONTAINER WAGONS. BOLSTERS B787 TO BE
FITTED TO AQMF 4239 WITH TCC-50 CCSB. BOLSTERS B636 TO BE FITTED TO
AQMF 2071 WITH TCC-2600A CCSB. AQMF 2071, 4239. (RS4396)’.

16.05.1989 Alteration complete ‘RECLASSIFY 2 NO. ‘AQMF’ FLAT WAGONS TO
‘AQMY’ AND STENCIL FOR 110 KM/H TRAFFIC. AQMF 4239 & 2071. (RS4419)’.
New class: ‘AQMY’.

08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘HANDRAILS END’.
28.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘YOKE CARRIER’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
23.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
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26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
16.09.1990 Repair ‘HANDRAILS’.
16.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4239 N’
26.09.1990 Repair ‘SIDE BEARER CLEARANCE’.
26.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4239 N’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘END BRAKE COCK’.
06.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1991 Repair ‘TRAIN PIPE’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
06.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4239 N’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4239 N’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4239 N’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BRAKE PULL ROD’.
05.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
17.12.1991 Alteration complete ‘RECLASSIFY ‘AQMY’ FLAT WAGONS WITH CROSS

BRACED BOGIES TO ‘AQNY‘. AQMY 4239,4265,4279. (RS4668)’. New class:
‘AQNY’.

19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
06.01.1992 Repair ‘VEHICLE RECLASSIFY’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
06.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4239 N’
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BRAKE BLOCK RB95’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4239 N’
11.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BEARERS’.
08.10.1992 Repair ‘BOGIE BEARINGS’.
08.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE LEVER’.
08.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘EMPTY LOAD VALVE’.
08.10.1992 Repair ‘GRADE CONTROL VALVE’.
08.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘VEHICLE RECLASSIFY’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BEARERS’.
23.02.1993 Repair ‘SIDE BEARER’.
23.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4239 N’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4239 N’
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4239 N’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘VEHICLE RECLASSIFY’.
12.05.1993 Repair ‘VEHICLE STENCILS’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4239 N’
01.07.1993 Repair ‘TRAIN PIPE (END)’.
24.09.1993 Repair ‘TRAIN PIPE (END)’.
11.10.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4242

Details: wagon ‘AQQY 4242 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
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Run Restriction: High Speed - Vehicle suitable for use on AN lines only on
gauge(s)shown‘

Diagram Book Page No.: NS162/3
Date Built: 16.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Due Triple Valve: 06.01.1994
Last Brake Cylinder: 10.06.1993
Last Single Car Test: 21.07.1993
Last Lift: 01.12.1981
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

10.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1989 Repair ‘HANDRAILS END’.
10.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4242 E’
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘YOKE CARRIER’.
10.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4242 E’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BEARERS’.
03.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4242 E’
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29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
25.01.1990 Repair ‘HANDRAILS’.
25.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4242 E’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4242 E’
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BEARINGS’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4242 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4242 E’
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRANCH PIPE’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘TWIST LOCK’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4242 E’

09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1991 Repair ‘WHEEL SET’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Repair ‘WHEEL SET’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
22.07.1992 Repair ‘TRAIN PIPE (END)’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘EMPTY LOAD VALVE’.
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09.11.1992 Repair ‘GRADE CONTROL VALVE’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4242 E’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘BRAKE LEVER’.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4242 E’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘HOSE FITTINGS’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4242 E’
22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4242 E’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘WHEEL SET’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BEARINGS’.
16.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Repair ‘WHEEL SET’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
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09.11.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4243

Details: wagon ‘AQQY 4243 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 23.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 23.01.1997
Due Triple Valve: 01.11.1996
Last Triple Valve: 25.10.1990
Last Brake Cylinder: 26.02.1993
Last Lift: 24.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘HANDRAILS’.
27.07.1989 Repair ‘SIDE BEARER’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4243 N’
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4243 N’
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
30.06.1990 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘EMPTY LOAD VALVE’.
31.08.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1990 Repair ‘SIDE BEARER CLEARANCE’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘VEHICLE STENCILS’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘BOGIE BEARINGS’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
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30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘EMPTY LOAD VALVE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘EMPTY LOAD VALVE’.
28.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
09.07.1991 Repair ‘TWIST LOCK’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4243 N’
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
11.10.1991 Repair ‘GRADE CONTROL VALVE’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
12.10.1991 Repair ‘BRAKE BLOCK RB95’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Repair ‘WHEEL SET’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
17.12.1991 Repair ‘STEP’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
04.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE SPRING’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘VEHICLE COMPLETE’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.11.1992 Repair ‘BRAKE BLOCK RB95’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘VEHICLE COMPLETE’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4243 N’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘COUPLER COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BEARINGS’.
11.05.1993 Repair ‘BOGIE BOLSTER’.
11.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘VEHICLE RECLASSIFY’.
11.05.1993 Repair ‘VEHICLE STENCILS’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4243 N’
24.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
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08.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4246

Details: wagon ‘AQQY 4246 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 30.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 15.11.1996
Last Triple Valve: 01.06.1990
Last Brake Cylinder: 20.02.1990
Last Single Car Test: 24.06.1991
Last Lift: 12.02.1987
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
15.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4246 R’
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘WHEEL SET’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BEARINGS’.
05.10.1989 Repair ‘TRAIN PIPE (END)’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘WHEEL SET’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
18.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1989 Repair ‘COUPLER KNUCKLE’.
18.11.1989 Repair ‘EMPTY LOAD VALVE’.
18.11.1989 Repair ‘GRADE CONTROL VALVE’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘VEHICLE COMPLETE’.
18.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
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05.03.1990 Repair ‘BOGIE BOLSTER’.
05.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘WHEEL SET’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4246 R’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.06.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1990 Repair ‘HANDRAILS’.
01.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
16.06.1990 Repair ‘END HOSE’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Repair ‘RELAY VALVE’.
19.07.1990 Repair ‘STEP’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
30.08.1990 Repair ‘TWIST LOCK’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
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19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4246 R’
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4246 R’
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
03.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
14.09.1991 Repair ‘TWIST LOCK’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
18.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.11.1991 Repair ‘TWIST LOCK’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘WHEEL SET’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘STEP’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘WHEEL SET’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘WHEEL SET’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4246 R’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BRAKE LEVER’.
10.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4246 R’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4246 R’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘VEHICLE COMPLETE’.
26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Repair ‘VEHICLE STENCILS’.
26.05.1993 Repair ‘WHEEL SET’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4246 R’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4248

Details: wagon ‘AQQY 4248 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 07.04.1977
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Return to Service Date: 30.09.1996
Due Triple Valve: 01.04.1987
Last Brake Cylinder: 08.05.1990
Last Single Car Test: 05.05.1992
Last Lift: 13.01.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER COMPLETE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4248 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BOGIE SPRING’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘EMPTY LOAD VALVE’.
30.10.1990 Repair ‘GRADE CONTROL VALVE’.
30.10.1990 Repair ‘HANDRAILS’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
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ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BEARERS’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1991 Repair ‘VEHICLE RECLASSIFY’.
22.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4248 M’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘STEP’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
02.10.1991 Repair ‘TWIST LOCK’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4248 M’
15.11.1991 Repair ‘TWIST LOCK’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRAKE PULL ROD’.
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06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4248 M’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
04.02.1992 Repair ‘TWIST LOCK’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
08.02.1992 Repair ‘TWIST LOCK’.
08.02.1992 Repair ‘TWIST LOCK’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
17.02.1992 Repair ‘BRAKE BLOCK RB95’.
17.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1992 Repair ‘END COMPLETE’.
04.05.1992 Repair ‘TRAIN PIPE’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4248 M’
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘VEHICLE COMPLETE’.
06.05.1992 Repair ‘VEHICLE STENCILS’.
06.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4248 M’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE PULL ROD’.
10.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4248 M’
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
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13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘TRAIN PIPE (END)’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘WHEEL SET’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
09.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
18.11.1992 Repair ‘VEHICLE COMPLETE’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4248 M’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘COUPLER KNUCKLE’.
18.01.1993 Repair ‘EMPTY LOAD VALVE’.
18.01.1993 Repair ‘GRADE CONTROL VALVE’.
18.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
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17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4248 M’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4248 M’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
30.07.1993 Repair ‘WHEEL SET’.
23.12.1993 Repair ‘TWIST LOCK’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4251

Details: wagon ‘AQQY 4251 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 16.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 12.12.1996
Due Triple Valve: 01.09.1987
Last Brake Cylinder: 15.12.1992
Last Single Car Test: 20.01.1993
Last Lift: 21.12.1978
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4251 D’
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘VEHICLE COMPLETE’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
13.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4251 D’
02.03.1990 Repair ‘HANDRAILS END’.
02.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4251 D’
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
21.08.1990 Repair ‘HANDRAILS’.
21.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4251 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4251 D’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

17.07.1991 Repair ‘HANDRAILS’.
17.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4251 D’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BEARERS’.
29.08.1991 Repair ‘BOGIE BEARERS’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘END COMPLETE’.
29.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1991 Repair ‘HANDRAILS’.
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29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Repair ‘VEHICLE RECLASSIFY’.
29.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4251 D’
29.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4251 D’
20.09.1991 Repair ‘TWIST LOCK’.
20.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4251 D’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4251 D’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE RETARE’.
11.03.1992 Repair ‘WHEEL SET’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4251 D’
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘STRIKING CASTING’.
08.05.1992 Repair ‘TOP CENTRE PLATE’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘WHEEL SET’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4251 D’
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
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10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BEARINGS’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BRAKE CONTROL PIPE’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘DOOR OPENING MECHANISM’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Repair ‘STRIKING CASTING’.
10.12.1992 Repair ‘WHEEL SET’.
10.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4251 D’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE BLOCK RB95’.
12.01.1993 Repair ‘BRAKE PULL ROD’.
12.01.1993 Repair ‘TRAIN PIPE’.
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4251 D’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

17.05.1993 Repair ‘TWIST LOCK’.
17.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4251 D’
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4251 D’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARINGS’.
26.07.1993 Repair ‘BRAKE BLOCK RB95’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘VEHICLE RECLASSIFY’.
26.07.1993 Repair ‘VEHICLE STENCILS’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4251 D’
27.07.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BRAKE CONTROL PIPE’.
03.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘BRANCH PIPE’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Repair ‘TRAIN PIPE’.
03.09.1993 Repair ‘TWIST LOCK’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
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18.09.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4254

Details: wagon ‘AQQY 4254 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 23.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD HS SF SV
Return to Service Date: 11.09.1996
Due Triple Valve: 01.01.1994
Last Brake Cylinder: 09.03.1993
Last Lift: 28.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4254 H’

02.09.1989 Repair ‘TWIST LOCK’.
02.09.1989 Repair ‘TWIST LOCK’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4254 H’
04.06.1990 Repair ‘VEHICLE COMPLETE’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘GRADE CONTROL VALVE’.
06.06.1990 Repair ‘TWIST LOCK’.
06.06.1990 Repair ‘TWIST LOCK’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE LEVER’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘STEP’.
15.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 4254 H’
17.08.1990 Repair ‘HANDRAILS END’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘STEP’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
31.10.1990 Repair ‘BOGIE BEARINGS’.
31.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Repair ‘EMPTY LOAD VALVE’.
24.11.1990 Repair ‘GRADE CONTROL VALVE’.
24.11.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
08.12.1990 Repair ‘BOGIE BEARINGS’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
12.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
17.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘TWIST LOCK’.
17.04.1991 Repair ‘TWIST LOCK’.
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17.04.1991 Repair ‘TWIST LOCK’.
17.04.1991 Repair ‘TWIST LOCK’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
20.09.1991 Repair ‘TWIST LOCK’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
24.12.1991 Repair ‘TWIST LOCK’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
19.01.1992 Repair ‘TWIST LOCK’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
26.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
09.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘EMPTY LOAD VALVE’.
30.05.1992 Repair ‘GRADE CONTROL VALVE’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1992 Repair ‘TRAIN PIPE (END)’.
27.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4254 H’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE SIDEFRAME’.
15.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1992 Repair ‘HANDRAILS END’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Repair ‘WHEEL SET’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘BRANCH PIPE’.
13.11.1992 Repair ‘HOSE FITTINGS’.
13.11.1992 Repair ‘NYLON HOSE’.
13.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4254 H’
18.11.1992 Repair ‘HANDRAILS’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
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09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4254 H’
18.04.1993 Repair ‘HANDRAILS END’.
18.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4254 H’
22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4254 H’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BRAKE BLOCK RB95’.
20.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘EMPTY LOAD VALVE’.
20.05.1993 Repair ‘GRADE CONTROL VALVE’.
20.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1993 Repair ‘TWIST LOCK’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘WHEEL SET’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4257

Details: wagon ‘AQQY 4257 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 24.11.1975
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Due Triple Valve: 01.08.1996
Last Triple Valve: 06.07.1992
Last Brake Cylinder: 06.07.1992
Last Lift: 27.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

11.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4257 L’
24.08.1991 Repair ‘HANDRAILS END’.
24.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4257 L’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BEARERS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘END COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘VEHICLE RECLASSIFY’.
07.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4257 L’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4257 L’
30.12.1991 Repair ‘STEP’.
30.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4257 L’
06.06.1992 Repair ‘TWIST LOCK’.
06.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4257 L’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.07.1992 Repair ‘COUPLER KNUCKLE’.
06.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
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06.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1992 Repair ‘EMPTY LOAD VALVE’.
06.07.1992 Repair ‘GRADE CONTROL VALVE’.
06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘WHEEL SET’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4257 L’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘BOGIE SPRING’.
18.07.1992 Repair ‘TWIST LOCK’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4257 L’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘COUPLER KNUCKLE’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘WHEEL SET’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4257 L’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Repair ‘WHEEL SET’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4257 L’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

28.02.1993 Repair ‘STEP’.
28.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4257 L’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BRAKE PULL ROD’.
23.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4257 L’
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4257 L’
29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4257 L’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4261

Details: wagon ‘AQQY 4261 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 13.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

3841



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 31.01.1997
Last Triple Valve: 20.09.1991
Last Brake Cylinder: 04.09.1990
Last Single Car Test: 07.02.1994
Last Lift: 17.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BRAKE PULL ROD’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘EMPTY LOAD VALVE’.
14.08.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
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07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1990 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1990 Repair ‘TWIST LOCK’.
22.03.1990 Repair ‘TWIST LOCK’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1990 Repair ‘VEHICLE STENCILS’.
04.09.1990 Repair ‘WHEEL SET’.
04.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BRAKE BLOCK RB95’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4261 L’
24.05.1991 Repair ‘TWIST LOCK’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
09.07.1991 Repair ‘TWIST LOCK’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.08.1991 Repair ‘BRAKE LEVER’.
06.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Repair ‘EMPTY LOAD VALVE’.
06.08.1991 Repair ‘GRADE CONTROL VALVE’.
06.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘WHEEL SET’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4261 L’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.02.1992 Repair ‘BRAKE LEVER’.
10.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Repair ‘EMPTY LOAD VALVE’.
10.02.1992 Repair ‘GRADE CONTROL VALVE’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON
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BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

22.01.1993 Repair ‘STEP’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4261 L’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

15.05.1993 Repair ‘TWIST LOCK’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4261 L’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1993 Repair ‘HOSE FITTINGS’.
02.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4261 L’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BEARINGS’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘VEHICLE RECLASSIFY’.
24.06.1993 Repair ‘VEHICLE STENCILS’.
24.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4261 L’
09.12.1993 Repair ‘HANDRAILS’.
11.01.1994 Repair ‘END BRAKE COCK’.
11.01.1994 Repair ‘TRAIN PIPE (END)’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BEARINGS’.
04.02.1994 Repair ‘VEHICLE STENCILS’.
04.02.1994 Repair ‘WHEEL SET’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.
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28.11.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4264

Details: wagon ‘AQQY 4264 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 21.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Return to Service Date: 27.11.1996
Due Triple Valve: 26.08.1988
Last Triple Valve: 24.05.1993
Last Brake Cylinder: 21.05.1991
Last Single Car Test: 09.12.1991
Last Lift: 10.09.1985
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
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08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘END BRAKE COCK’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘STANCHION’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘VEHICLE RETARE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘WHEEL SET’.
16.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4264 P’
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘SHUNT PAD’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘WHEEL SET’.
13.08.1990 Repair ‘WHEEL SET’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘BRANCH PIPE’.
20.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4264 P’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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06.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4264 P’

22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
13.04.1991 Repair ‘BRAKE BLOCK RB95’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘HANDRAILS END’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
25.08.1991 Repair ‘BOGIE SPRING’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE LEVER’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘EMPTY LOAD VALVE’.
19.11.1991 Repair ‘GRADE CONTROL VALVE’.
19.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘BRAKE PULL ROD’.
05.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4264 P’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1992 Repair ‘EMPTY LOAD VALVE’.
07.01.1992 Repair ‘GRADE CONTROL VALVE’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
17.03.1992 Repair ‘TWIST LOCK’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
21.03.1992 Repair ‘TWIST LOCK’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
28.03.1992 Repair ‘WHEEL SET’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1992 Repair ‘BRAKE LEVER’.
02.04.1992 Repair ‘COUPLER KNUCKLE’.
02.04.1992 Repair ‘EMPTY LOAD VALVE’.
02.04.1992 Repair ‘GRADE CONTROL VALVE’.
02.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘WHEEL SET’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1992 Repair ‘BRAKE BLOCK RB101’.
30.06.1992 Repair ‘BRANCH PIPE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
26.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1992 Repair ‘BRAKE BLOCK RB95’.
26.09.1992 Repair ‘COUPLER KNUCKLE’.
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Repair ‘WHEEL SET’.
26.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4264 P’
16.11.1992 Repair ‘TWIST LOCK’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4264 P’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4264 P’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.09.1993 Repair ‘VEHICLE STENCILS’.
15.09.1993 Repair ‘WHEEL SET’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4266

Details: wagon ‘AQQY 4266 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 07.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 15.07.1995
Last Triple Valve: 05.02.1991
Last Brake Cylinder: 07.11.1988
Last Single Car Test: 15.04.1994
Last Lift: 17.02.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
17.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4266 K’
22.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1989 Repair ‘TWIST LOCK’.
22.10.1989 Repair ‘VEHICLE COMPLETE’.
22.10.1989 Repair ‘VEHICLE COMPLETE’.
22.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
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12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4266 K’
23.04.1990 Repair ‘HANDRAILS’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4266 K’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1990 Repair ‘BRAKE LEVER’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘STEP’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
02.07.1990 Repair ‘STEP’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4266 K’
26.07.1990 Repair ‘TWIST LOCK’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4266 K’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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24.09.1990 Repair ‘TWIST LOCK’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
12.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4266 K’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.02.1991 Repair ‘COUPLER COMPLETE’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘HANDRAILS END’.
05.02.1991 Repair ‘STEP’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4266 K’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4266 K’
09.07.1991 Repair ‘HANDRAILS’.
09.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
28.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.

3853



2. TIMS GROUP INFORMATION - WAGONS

28.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4266 K’

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘WHEEL SET’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
08.03.1992 Repair ‘STRIKING CASTING’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
24.03.1992 Repair ‘BRAKE BLOCK RB95’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
12.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘GRADE CONTROL VALVE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE COMPLETE’.
03.07.1992 Repair ‘WHEEL SET’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1992 Repair ‘BRAKE LEVER’.
27.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
10.09.1992 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BEARINGS’.
25.09.1992 Repair ‘BRANCH PIPE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
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25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Repair ‘WHEEL SET’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘HOSE FITTINGS’.
15.10.1992 Repair ‘TRAIN PIPE’.
15.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4266 K’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4266 K’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

01.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.05.1993 Repair ‘COUPLER KNUCKLE’.
01.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘VEHICLE RECLASSIFY’.
01.05.1993 Repair ‘VEHICLE STENCILS’.
01.05.1993 Repair ‘WHEEL SET’.
01.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4266 K’
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE ADAPTER’.
17.03.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1994 Repair ‘BRAKE BLOCK RB95’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Repair ‘VEHICLE STENCILS’.
17.03.1994 Repair ‘WHEEL SET’.
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28.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.

AQQY 4269

Details: wagon ‘AQQY 4269 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 30.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 19.02.1997
Due Triple Valve: 01.02.1997
Last Brake Cylinder: 30.06.1992
Last Single Car Test: 31.05.1990
Last Lift: 19.02.1987
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4269 Y’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BRANCH PIPE’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4269 Y’
05.06.1990 Repair ‘VEHICLE COMPLETE’.
05.06.1990 Repair ‘VEHICLE STENCILS’.
05.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4269 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Repair ‘SIDE BEARER’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQSY 4269 Y’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BEARERS’.
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29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘SIDE BEARER’.
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4269 Y’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
26.12.1991 Repair ‘BRAKE BLOCK RB95’.
26.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘VEHICLE COMPLETE’.
13.03.1992 Repair ‘WHEEL SET’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1992 Repair ‘BOGIE SIDEFRAME’.
11.05.1992 Repair ‘BRAKE BLOCK RB95’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Repair ‘TWIST LOCK’.
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30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4269 Y’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘VEHICLE RECLASSIFY’.
20.05.1993 Repair ‘VEHICLE STENCILS’.
20.05.1993 Repair ‘WHEEL SET’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
07.07.1993 Repair ‘VEHICLE RECLASSIFY’.
07.07.1993 Repair ‘VEHICLE STENCILS’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4269 Y’
08.07.1993 Repair ‘VEHICLE COMPLETE’.
25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1993 Repair ‘EMPTY LOAD VALVE’.
25.09.1993 Repair ‘GRADE CONTROL VALVE’.
25.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1993 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘TWIST LOCK’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
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27.07.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4272

Details: wagon ‘AQQY 4272 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 03.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Due Triple Valve: 11.06.1988
Last Triple Valve: 15.09.1989
Last Brake Cylinder: 10.11.1992
Last Single Car Test: 30.07.1991
Last Lift: 01.05.1980
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
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WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.09.1989 Repair ‘BOGIE BEARERS’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE CONTROL PIPE’.
14.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
14.09.1989 Repair ‘BRAKE LEVER’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘BRANCH PIPE’.
14.09.1989 Repair ‘CENTRE SILL’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘END BRAKE COCK’.
14.09.1989 Repair ‘END HOSE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1989 Repair ‘ISOLATING COCK’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘RELAY VALVE’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘SIDE SILL’.
14.09.1989 Repair ‘TOP CENTRE PLATE’.
14.09.1989 Repair ‘TRAIN PIPE’.
14.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4272 F’
28.04.1990 Repair ‘BRAKE BLOCK RB95’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4272 F’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘EMPTY LOAD VALVE’.
14.07.1990 Repair ‘GRADE CONTROL VALVE’.
14.07.1990 Repair ‘TWIST LOCK’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
19.08.1990 Repair ‘HOSE FITTINGS’.
19.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4272 F’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE SPRING’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘TWIST LOCK’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘BRAKE PULL ROD’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘EMPTY LOAD VALVE’.
11.12.1990 Repair ‘GRADE CONTROL VALVE’.
11.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Repair ‘WHEEL SET’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
24.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4272 F’
11.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1991 Repair ‘TWIST LOCK’.
11.02.1991 Repair ‘TWIST LOCK’.
11.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
07.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1991 Repair ‘COUPLER KNUCKLE’.
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03.04.1991 Repair ‘EMPTY LOAD VALVE’.
03.04.1991 Repair ‘GRADE CONTROL VALVE’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘WHEEL SET’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4272 F’
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4272 F’
28.08.1991 Repair ‘STEP’.
28.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
15.09.1991 Repair ‘BRAKE BLOCK RB95’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
02.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1991 Repair ‘COUPLER KNUCKLE’.
02.11.1991 Repair ‘EMPTY LOAD VALVE’.
02.11.1991 Repair ‘GRADE CONTROL VALVE’.
02.11.1991 Repair ‘TWIST LOCK’.
02.11.1991 Repair ‘TWIST LOCK’.
02.11.1991 Repair ‘TWIST LOCK’.
02.11.1991 Repair ‘WHEEL SET’.
02.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘TWIST LOCK’.
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27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1992 Repair ‘BRAKE PULL ROD’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4272 F’
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4272 F’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘EMPTY LOAD VALVE’.
10.11.1992 Repair ‘GRADE CONTROL VALVE’.
10.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4272 F’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4272 F’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Repair ‘WHEEL SET’.
15.09.1993 Repair ‘STEP’.
23.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1993 Repair ‘BRAKE LEVER’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
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22.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4277

Details: wagon ‘AQQY 4277 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 14.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 28.10.1996
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 05.06.1991
Last Lift: 11.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4277 E’
26.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4277 E’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE BOLSTER’.
30.05.1991 Repair ‘BOGIE SIDEFRAME’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1991 Repair ‘VEHICLE STENCILS’.
30.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4277 E’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE BEARERS’.
05.09.1991 Repair ‘BOGIE BEARERS’.
05.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘END COMPLETE’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Repair ‘HANDRAILS’.
05.09.1991 Repair ‘HANDRAILS END’.
05.09.1991 Repair ‘STEP’.
05.09.1991 Repair ‘TRAIN PIPE’.
05.09.1991 Repair ‘VEHICLE RECLASSIFY’.
05.09.1991 Repair ‘WHEEL SET’.
05.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4277 E’
05.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4277 E’
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘VEHICLE STENCILS’.
17.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4277 E’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Repair ‘STRIKING CASTING’.
20.11.1991 Repair ‘TWIST LOCK’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4277 E’
24.12.1991 Repair ‘BRAKE BLOCK RB95’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4277 E’

3866



2.136. Wagon classification starting with ‘AQQ’

03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4277 E’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE SIDEFRAME’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4277 E’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE SIDEFRAME’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4277 E’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4277 E’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4277 E’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1992 Repair ‘END BRAKE COCK’.
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘WHEEL SET’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4277 E’
06.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4277 E’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘EMPTY LOAD VALVE’.
26.01.1993 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘WHEEL SET’.
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26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4277 E’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

02.03.1993 Repair ‘TWIST LOCK’.
02.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4277 E’
13.03.1993 Repair ‘TWIST LOCK’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4277 E’
14.07.1993 Repair ‘VEHICLE RECLASSIFY’.
14.07.1993 Repair ‘VEHICLE STENCILS’.
14.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4277 E’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.09.1993 Repair ‘BRAKE PIN’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4278

Details: wagon ‘AQQY 4278 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 04.11.1975
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 28.10.1996
Due Triple Valve: 29.04.1989
Last Triple Valve: 10.10.1991
Last Brake Cylinder: 17.02.1993
Last Single Car Test: 13.07.1989
Last Lift: 01.03.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1989 Repair ‘END BRAKE COCK’.
12.07.1989 Repair ‘TRAIN PIPE (END)’.
12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4278 N’
18.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
16.09.1989 Repair ‘CARD OR CLIP HOLDER’.
16.09.1989 Repair ‘HANDRAILS END’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.11.1989 Repair ‘BRAKE LEVER’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
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04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘BRAKE LEVER’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
18.10.1990 Repair ‘EMPTY LOAD VALVE’.
18.10.1990 Repair ‘GRADE CONTROL VALVE’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘SHUNT PAD’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1990 Repair ‘YOKE PIN’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘WHEEL SET’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB101’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
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15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.05.1991 Repair ‘HANDRAILS END’.
30.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
08.09.1991 Repair ‘BRAKE BLOCK RB95’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE LEVER’.
10.10.1991 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1991 Repair ‘WHEEL SET’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘EMPTY LOAD VALVE’.
23.01.1992 Repair ‘GRADE CONTROL VALVE’.
23.01.1992 Repair ‘STRIKING CASTING’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4278 N’
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘WHEEL SET’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
11.01.1993 Repair ‘TWIST LOCK’.
11.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4278 N’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BEARERS’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BRAKE BLOCK RB101’.
17.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Repair ‘EMPTY LOAD VALVE’.
17.02.1993 Repair ‘GRADE CONTROL VALVE’.
17.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘VEHICLE STENCILS’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Repair ‘WHEEL SET’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BEARINGS’.
30.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘VEHICLE RECLASSIFY’.
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30.04.1993 Repair ‘VEHICLE STENCILS’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4278 N’
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4278 N’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4284

Details: wagon ‘AQQY 4284 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 26.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SF SV
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 08.11.1993
Last Lift: 01.08.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
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CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
24.07.1989 Repair ‘HANDRAILS END’.
24.07.1989 Repair ‘STEP’.
24.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4284 X’
14.08.1989 Repair ‘HANDRAILS END’.
14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4284 X’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘BRANCH PIPE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘END HOSE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
21.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
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30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘VEHICLE STENCILS’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
25.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1990 Repair ‘BRAKE LEVER’.
18.10.1990 Repair ‘BRAKE PIN’.
18.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘EMPTY LOAD VALVE’.
18.10.1990 Repair ‘GRADE CONTROL VALVE’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘CARD OR CLIP HOLDER’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

3875



2. TIMS GROUP INFORMATION - WAGONS

26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘STEP’.
26.06.1991 Repair ‘STEP’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4284 X’
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4284 X’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
17.09.1991 Repair ‘STEP’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
15.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
21.12.1991 Repair ‘TWIST LOCK’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
04.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1992 Repair ‘TWIST LOCK’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘STRIKING CASTING’.
27.02.1992 Repair ‘TWIST LOCK’.
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27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
03.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘EMPTY LOAD VALVE’.
28.09.1992 Repair ‘GRADE CONTROL VALVE’.
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4284 X’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘VEHICLE COMPLETE’.
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
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16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘VEHICLE RECLASSIFY’.
04.06.1993 Repair ‘VEHICLE STENCILS’.
04.06.1993 Repair ‘WHEEL SET’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4284 X’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘EMPTY LOAD VALVE’.
02.11.1993 Repair ‘VEHICLE STENCILS’.
02.11.1993 Repair ‘WHEEL SET’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4291

Details: wagon ‘AQQY 4291 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
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Date Built: 05.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Due Triple Valve: 15.01.1997
Last Brake Cylinder: 25.05.1992
Last Single Car Test: 23.01.1989
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘TWIST LOCK’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘STANCHION’.
18.04.1990 Repair ‘TWIST LOCK’.
18.04.1990 Repair ‘TWIST LOCK’.
18.04.1990 Repair ‘VEHICLE RETARE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.11.1990 Repair ‘STEP’.
26.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4291 M’
07.01.1991 Repair ‘STEP’.
07.01.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4291 M’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.08.1991 Repair ‘STEP’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
01.11.1991 Repair ‘HANDRAILS END’.
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01.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQSY 4291 M’

09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
16.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
21.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE BLOCK RB95’.
25.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1992 Repair ‘BRAKE LEVER’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.12.1992 Repair ‘COUPLER COMPLETE’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘EMPTY LOAD VALVE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
31.12.1992 Repair ‘TWIST LOCK’.
31.12.1992 Repair ‘TWIST LOCK’.
31.12.1992 Repair ‘TWIST LOCK’.
31.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BRAKE BLOCK RB95’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4291 M’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Repair ‘TWIST LOCK’.
23.03.1993 Repair ‘TWIST LOCK’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1993 Repair ‘BRAKE LEVER’.
24.04.1993 Repair ‘BRAKE PULL ROD’.
24.04.1993 Repair ‘EMPTY LOAD VALVE’.
24.04.1993 Repair ‘GRADE CONTROL VALVE’.
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Repair ‘VEHICLE RECLASSIFY’.
24.04.1993 Repair ‘VEHICLE STENCILS’.
24.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4291 M’
27.06.1993 Repair ‘VEHICLE RECLASSIFY’.
27.06.1993 Repair ‘VEHICLE STENCILS’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4291 M’
24.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Repair ‘COUPLER COMPLETE’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1993 Repair ‘END HOSE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
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07.03.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4293

Details: wagon ‘AQQY 4293 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 11.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 12.02.1997
Last Brake Cylinder: 21.12.1993
Last Single Car Test: 21.12.1993
Last Lift: 11.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
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CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

05.07.1989 Repair ‘STEP’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
07.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1990 Repair ‘STEP’.
02.04.1990 Repair ‘TRAIN PIPE (END)’.
02.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4293 H’
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4293 H’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘WHEEL SET’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
29.09.1990 Repair ‘TWIST LOCK’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
10.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
15.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.05.1991 Repair ‘TWIST LOCK’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
06.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1991 Repair ‘BRAKE BLOCK RB95’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4293 H’
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
22.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1991 Repair ‘BRAKE BLOCK RB95’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘WHEEL SET’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4293 H’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘WHEEL SET’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
04.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Repair ‘STEP’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
11.01.1993 Repair ‘TWIST LOCK’.
11.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4293 H’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘BRAKE LEVER’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Repair ‘VEHICLE RECLASSIFY’.
10.05.1993 Repair ‘VEHICLE STENCILS’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4293 H’
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02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘TRAIN PIPE (END)’.
02.07.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AQSY 4293 H’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1993 Repair ‘VEHICLE STENCILS’.
17.12.1993 Repair ‘WHEEL SET’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4296

Details: wagon ‘AQQY 4296 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 05.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 24.02.1997
Due Triple Valve: 30.03.1994
Last Brake Cylinder: 21.01.1993
Last Lift: 01.04.1981
Cont Connector Type:] P
Cont Max Slots: 3
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23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.09.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4296 L’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘EMPTY LOAD VALVE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘STANCHION’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘VEHICLE RETARE’.
13.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘HANDRAILS’.
12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4296 L’
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE STENCILS’.
29.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4296 L’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
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20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘HANDRAILS END’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
12.04.1990 Repair ‘STEP’.
12.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4296 L’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘END HOSE’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4296 L’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1990 Repair ‘RELAY VALVE’.
26.07.1990 Repair ‘TRAIN PIPE (END)’.
26.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4296 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BRAKE BLOCK RB95’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
23.01.1991 Repair ‘STEP’.
23.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
12.02.1991 Repair ‘TWIST LOCK’.
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12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4296 L’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘HANDRAILS END’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
16.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
18.08.1991 Repair ‘BOGIE SPRING’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BOGIE COMPLETE’.
11.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
05.01.1992 Repair ‘BRAKE BLOCK RB95’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
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19.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘BRAKE PULL ROD’.
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘EMPTY LOAD VALVE’.
29.01.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘BRAKE LEVER’.
18.02.1992 Repair ‘BRAKE PULL ROD’.
18.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘WHEEL SET’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
24.03.1992 Repair ‘BRAKE BLOCK RB95’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
16.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4296 L’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1992 Repair ‘TRAIN PIPE (END)’.
15.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4296 L’
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21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4296 L’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘BRANCH PIPE’.
16.03.1993 Repair ‘END BRAKE COCK’.
16.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4296 L’
20.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1993 Repair ‘BOGIE COMPLETE’.
20.03.1993 Repair ‘COUPLER KNUCKLE’.
20.03.1993 Repair ‘EMPTY LOAD VALVE’.
20.03.1993 Repair ‘GRADE CONTROL VALVE’.
20.03.1993 Repair ‘SHUNT PAD’.
20.03.1993 Repair ‘TWIST LOCK’.
20.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘HEADSTOCK’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4296 L’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘VEHICLE RECLASSIFY’.
18.05.1993 Repair ‘VEHICLE STENCILS’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4296 L’
28.08.1993 Repair ‘END HOSE’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
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10.11.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4300

Details: wagon ‘AQQY 4300 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 22.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 24.02.1997
Due Triple Valve: 20.02.1989
Last Brake Cylinder: 30.04.1993
Last Single Car Test: 02.02.1994
Last Lift: 28.01.1986
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

3892



2.136. Wagon classification starting with ‘AQQ’

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.08.1989 Repair ‘STEP’.
16.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4300 H’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘WHEEL SET’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
13.05.1990 Repair ‘STEP’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4300 H’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘HANDRAILS END’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘STEP’.
19.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4300 H’
29.06.1990 Repair ‘STEP’.
29.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
21.07.1990 Repair ‘STEP’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘STEP’.
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18.09.1990 Repair ‘TWIST LOCK’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE ADAPTER’.
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Repair ‘BRANCH PIPE’.
06.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4300 H’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRANCH PIPE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘WHEEL SET’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4300 H’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
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06.08.1992 Repair ‘END BRAKE COCK’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4300 H’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘STRIKING CASTING’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘VEHICLE RECLASSIFY’.
30.04.1993 Repair ‘VEHICLE STENCILS’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4300 H’
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BEARINGS’.
01.02.1994 Repair ‘BRAKE BLOCK RB95’.
01.02.1994 Repair ‘VEHICLE STENCILS’.
01.02.1994 Repair ‘WHEEL SET’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4304

Details: wagon ‘AQQY 4304 Y’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 24.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 24.02.1997
Last Triple Valve: 15.12.1993
Last Brake Cylinder: 05.07.1993
Last Single Car Test: 04.10.1988
Last Lift: 26.11.1985
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
01.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4304 U’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
03.10.1989 Repair ‘BRAKE LEVER’.
03.10.1989 Repair ‘END BRAKE COCK’.
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
10.12.1989 Repair ‘BRAKE BLOCK RB95’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4304 U’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘EMPTY LOAD VALVE’.
17.05.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
10.07.1990 Repair ‘HANDRAILS END’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘STEP’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
22.11.1990 Repair ‘WHEEL SET’.
22.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘WHEEL SET’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘GRADE CONTROL VALVE’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE BEARERS’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘END COMPLETE’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4304 U’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘TRAIN PIPE’.
16.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4304 U’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE BLOCK RB95’.
25.09.1991 Repair ‘TWIST LOCK’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘WHEEL SET’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
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05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘TRAIN PIPE (END)’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘WHEEL SET’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
01.03.1992 Repair ‘BRAKE BLOCK RB95’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
07.03.1992 Repair ‘BRAKE BLOCK RB95’.
07.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
22.07.1992 Repair ‘BOGIE BEARINGS’.
22.07.1992 Repair ‘VEHICLE STENCILS’.
22.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4304 U’
20.08.1992 Repair ‘HANDRAILS’.
20.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4304 U’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘HANDRAILS END’.
08.12.1992 Repair ‘WHEEL SET’.
08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4304 U’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘HOSE FITTINGS’.
18.03.1993 Repair ‘HOSE FITTINGS’.
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18.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4304 U’

23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4304 U’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘VEHICLE RECLASSIFY’.
05.07.1993 Repair ‘VEHICLE STENCILS’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4304 U’
15.07.1993 Repair ‘HANDRAILS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘HAND RELEASE (AIR)’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘WEAR PLATES & SADDLES’.
15.12.1993 Repair ‘WHEEL SET’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4307

Details: wagon ‘AQQY 4307 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 19.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD HS SF SV
Return to Service Date: 23.01.1997
Last Triple Valve: 19.08.1991
Last Brake Cylinder: 19.08.1991
Last Single Car Test: 16.10.1989
Last Lift: 21.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4307 B’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BEARERS’.
16.08.1989 Repair ‘BRAKE BLOCK RB101’.
16.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1989 Repair ‘SIDE BEARER’.
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16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘VEHICLE RECLASSIFY’.
16.08.1989 Repair ‘VEHICLE STENCILS’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
26.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4307 B’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BEARINGS’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4307 B’
14.01.1990 Repair ‘STEP’.
14.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4307 B’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4307 B’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.10.1990 Repair ‘EMPTY LOAD VALVE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4307 B’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE ADAPTER’.
03.12.1990 Repair ‘BRAKE PULL ROD’.
03.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4307 B’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

3902



2.136. Wagon classification starting with ‘AQQ’

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE BLOCK RB95’.
19.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘HANDRAILS’.
19.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘WHEEL SET’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
26.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1991 Repair ‘COUPLER COMPLETE’.
26.10.1991 Repair ‘COUPLER KNUCKLE’.
26.10.1991 Repair ‘EMPTY LOAD VALVE’.
26.10.1991 Repair ‘GRADE CONTROL VALVE’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BRAKE PULL ROD’.
29.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4307 B’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BOLSTER’.
17.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1992 Repair ‘CENTRE SILL’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Repair ‘WHEEL SET’.
17.01.1992 Repair ‘WHEEL SET’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
19.03.1992 Repair ‘TWIST LOCK’.
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19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4307 B’

11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1992 Repair ‘BRAKE BLOCK RB95’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4307 B’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Repair ‘STRIKING CASTING’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4307 B’
22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4307 B’
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
12.07.1993 Repair ‘END BRAKE COCK’.
12.07.1993 Repair ‘END BRAKE COCK’.
12.07.1993 Repair ‘END HOSE’.
14.09.1993 Repair ‘STEP’.
15.09.1993 Repair ‘STEP’.
11.11.1993 Repair ‘TWIST LOCK’.
08.01.1994 Repair ‘TWIST LOCK’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
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10.06.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4308

Details: wagon ‘AQQY 4308 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 22.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 16.07.1996
Last Triple Valve: 19.01.1990
Last Brake Cylinder: 22.12.1993
Last Single Car Test: 22.12.1993
Last Lift: 07.10.1987
Cont Connector Type:] P
Cont Max Slots: 3
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21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Repair ‘BRAKE PULL ROD’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4308 K’
12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘EMPTY LOAD VALVE’.
12.08.1989 Repair ‘GRADE CONTROL VALVE’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE LEVER’.
10.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
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04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4308 K’
30.04.1990 Repair ‘STEP’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4308 K’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘EMPTY LOAD VALVE’.
12.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1990 Repair ‘WHEEL SET’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
11.08.1990 Repair ‘TWIST LOCK’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘WHEEL SET’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘EMPTY LOAD VALVE’.
02.10.1990 Repair ‘GRADE CONTROL VALVE’.
02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Repair ‘WHEEL SET’.
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02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
16.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘TWIST LOCK’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘TRAIN PIPE’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4308 K’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘WHEEL SET’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.04.1991 Repair ‘COUPLER KNUCKLE’.
28.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

3908



2.136. Wagon classification starting with ‘AQQ’

23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
14.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
24.11.1991 Repair ‘BRAKE BLOCK RB95’.
24.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
20.12.1991 Repair ‘STEP’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1992 Repair ‘STEP’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘DRAFT GEAR POCKET’.
30.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1992 Repair ‘TWIST LOCK’.
30.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4308 K’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BEARERS’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1992 Repair ‘WHEEL SET’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4308 K’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘STRIKING CASTING’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
25.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1992 Repair ‘COUPLER KNUCKLE’.
25.07.1992 Repair ‘TWIST LOCK’.
25.07.1992 Repair ‘WHEEL SET’.
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25.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘EMPTY LOAD VALVE’.
23.09.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4308 K’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BEARERS’.
30.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4308 K’
24.12.1992 Repair ‘TWIST LOCK’.
24.12.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQSY 4308 K’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘EMPTY LOAD VALVE’.
05.07.1993 Repair ‘GRADE CONTROL VALVE’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘VEHICLE RECLASSIFY’.
05.07.1993 Repair ‘VEHICLE STENCILS’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4308 K’
20.07.1993 Repair ‘HANDRAILS’.
20.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4308 K’
27.10.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BEARINGS’.
15.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.12.1993 Repair ‘END BRAKE COCK’.
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15.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1993 Repair ‘VEHICLE STENCILS’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4313

Details: wagon ‘AQQY 4313 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 09.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 31.01.1997
Last Brake Cylinder: 15.06.1990
Last Single Car Test: 05.08.1991
Last Lift: 30.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.07.1989 Repair ‘TRAIN PIPE’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4313 T’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘CARD OR CLIP HOLDER’.
19.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.07.1989 Repair ‘HANDRAILS’.
19.07.1989 Repair ‘HANDRAILS END’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘SIDE BEARER’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Repair ‘YOKE FOLLOWER’.
19.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4313 T’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
10.09.1989 Repair ‘HANDRAILS’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4313 T’
09.10.1989 Repair ‘STEP’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
20.11.1989 Repair ‘HANDRAILS END’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4313 T’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
27.04.1990 Repair ‘BRAKE BLOCK RB95’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4313 T’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘EMPTY LOAD VALVE’.
15.06.1990 Repair ‘GRADE CONTROL VALVE’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1990 Repair ‘HANDRAILS END’.
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Repair ‘WHEEL SET’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
28.07.1990 Repair ‘BRAKE BLOCK RB95’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
27.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
15.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4313 T’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘TWIST LOCK’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1991 Repair ‘BOGIE BRAKE SHOE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘WHEEL SET’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
04.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1991 Repair ‘BOGIE COMPLETE’.
04.08.1991 Repair ‘SIDE BEARER’.
04.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4313 T’
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘BRANCH PIPE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4313 T’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Repair ‘TWIST LOCK’.
08.10.1991 Repair ‘TWIST LOCK’.
08.10.1991 Repair ‘TWIST LOCK’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
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01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
12.12.1992 Repair ‘TWIST LOCK’.
12.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4313 T’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE SIDEFRAME’.
17.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.03.1993 Repair ‘BRAKE LEVER’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BEARINGS’.
11.05.1993 Repair ‘VEHICLE RECLASSIFY’.
11.05.1993 Repair ‘VEHICLE STENCILS’.
11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4313 T’
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27.07.1993 Repair ‘TWIST LOCK’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4319

Details: wagon ‘AQQY 4319 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 11.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 17.10.1996
Due Triple Valve: 01.11.1996
Last Single Car Test: 29.06.1993
Last Lift: 01.02.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.03.1990 Repair ‘STEP’.
03.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4319 E’
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4319 E’
04.06.1990 Repair ‘STEP’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4319 E’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4319 E’
08.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4319 E’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BEARERS’.
01.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1991 Repair ‘VEHICLE RECLASSIFY’.
01.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4319 E’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BRAKE PULL ROD’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1991 Repair ‘WHEEL SET’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4319 E’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
22.12.1991 Repair ‘TWIST LOCK’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4319 E’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4319 E’
18.03.1992 Repair ‘TWIST LOCK’.
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18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4319 E’

06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘END BRAKE COCK’.
06.05.1992 Repair ‘TRAIN PIPE’.
06.05.1992 Repair ‘WHEEL SET’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4319 E’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘COUPLER KNUCKLE’.
10.06.1992 Repair ‘EMPTY LOAD VALVE’.
10.06.1992 Repair ‘END BRAKE COCK’.
10.06.1992 Repair ‘GRADE CONTROL VALVE’.
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4319 E’
30.08.1992 Repair ‘TWIST LOCK’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
04.09.1992 Repair ‘STEP’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BEARERS’.
13.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1992 Repair ‘BRAKE LEVER’.
13.10.1992 Repair ‘COUPLER KNUCKLE’.
13.10.1992 Repair ‘EMPTY LOAD VALVE’.
13.10.1992 Repair ‘GRADE CONTROL VALVE’.
13.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1992 Repair ‘WHEEL SET’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4319 E’
28.11.1992 Repair ‘HANDRAILS END’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4319 E’
06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4319 E’
31.05.1993 Repair ‘HANDRAILS END’.
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31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4319 E’

21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘VEHICLE RECLASSIFY’.
21.06.1993 Repair ‘VEHICLE STENCILS’.
21.06.1993 Repair ‘WHEEL SET’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4319 E’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BEARINGS’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.06.1993 Repair ‘VEHICLE STENCILS’.
23.06.1993 Repair ‘WHEEL SET’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘END BRAKE COCK’.
06.01.1994 Repair ‘END HOSE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘TWIST LOCK’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4321

Details: wagon ‘AQQY 4321 D’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 19.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Last Triple Valve: 21.10.1991
Last Brake Cylinder: 03.11.1990
Last Single Car Test: 15.02.1991
Last Lift: 14.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘BOGIE SPRING’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
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13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1989 Repair ‘BOGIE SPRING’.
13.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
13.09.1989 Repair ‘BRAKE PULL ROD’.
13.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘EMPTY LOAD VALVE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1989 Repair ‘STEP’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘WHEEL SET’.
13.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
14.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘HANDBRAKE HANDLE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘WHEEL SET’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘WHEEL SET’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE BEARERS’.
14.06.1990 Repair ‘BOGIE COMPLETE’.
14.06.1990 Repair ‘SIDE BEARER’.
14.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4321 J’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘CARD OR CLIP HOLDER’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4321 J’
24.07.1990 Repair ‘STEP’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4321 J’
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.10.1990 Repair ‘TWIST LOCK’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.11.1990 Repair ‘COUPLER KNUCKLE’.
03.11.1990 Repair ‘EMPTY LOAD VALVE’.
03.11.1990 Repair ‘END BRAKE COCK’.
03.11.1990 Repair ‘GRADE CONTROL VALVE’.
03.11.1990 Repair ‘HANDRAILS’.
03.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
04.11.1990 Repair ‘BOGIE BEARINGS’.
04.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1991 Repair ‘SIDE BEARER’.
07.01.1991 Repair ‘STEP’.
07.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4321 J’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BRAKE PULL ROD’.
15.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1991 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4321 J’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.06.1991 Repair ‘BRAKE BLOCK RB95’.
29.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘WHEEL SET’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1991 Repair ‘BRAKE PULL ROD’.
21.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
01.12.1991 Repair ‘BRAKE BLOCK RB95’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
23.01.1992 Repair ‘TWIST LOCK’.
23.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BOGIE BEARERS’.
02.05.1992 Repair ‘COUPLER KNUCKLE’.
02.05.1992 Repair ‘EMPTY LOAD VALVE’.
02.05.1992 Repair ‘END BRAKE COCK’.
02.05.1992 Repair ‘END HOSE’.
02.05.1992 Repair ‘GRADE CONTROL VALVE’.
02.05.1992 Repair ‘SIDE BEARER’.
02.05.1992 Repair ‘STRIKING CASTING’.
02.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4321 J’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
15.12.1992 Repair ‘STEP’.
15.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
16.01.1993 Repair ‘STEP’.
16.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4321 J’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘STRIKING CASTING’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘WHEEL SET’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE SPRING’.
16.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4321 J’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRANCH PIPE’.
04.06.1993 Repair ‘HOSE FITTINGS’.
04.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4321 J’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘VEHICLE RECLASSIFY’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Repair ‘WHEEL SET’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4321 J’
23.10.1993 Repair ‘HANDRAILS’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
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29.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4327

Details: wagon ‘AQQY 4327 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 05.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Due Triple Valve: 29.07.1988
Last Brake Cylinder: 25.01.1994
Last Single Car Test: 25.01.1994
Last Lift: 29.01.1981
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

04.07.1989 Repair ‘END HOSE’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
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04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4327 R’

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4327 R’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
16.02.1990 Repair ‘END HOSE’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
16.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.09.1990 Repair ‘TWIST LOCK’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘EMPTY LOAD VALVE’.
26.10.1990 Repair ‘GRADE CONTROL VALVE’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4327 R’
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
18.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
19.01.1991 Repair ‘BOGIE BEARINGS’.
19.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4327 R’
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘EMPTY LOAD VALVE’.
18.04.1991 Repair ‘GRADE CONTROL VALVE’.
18.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4327 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘WHEEL SET’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4327 R’
05.08.1991 Repair ‘STEP’.
05.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BRAKE BLOCK RB95’.
02.05.1992 Repair ‘TWIST LOCK’.
02.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4327 R’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4327 R’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4327 R’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘VEHICLE RECLASSIFY’.
16.07.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4327 R’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1994 Repair ‘VEHICLE STENCILS’.
19.01.1994 Repair ‘WHEEL SET’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4328

Details: wagon ‘AQQY 4328 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 25.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 30.05.1989
Last Lift: 10.07.1985
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘STANCHION’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE RETARE’.
28.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
11.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4328 D’
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE BLOCK RB101’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
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15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
04.08.1990 Repair ‘HANDRAILS END’.
04.08.1990 Repair ‘TRAIN PIPE (END)’.
04.08.1990 Repair ‘TWIST LOCK’.
04.08.1990 Repair ‘TWIST LOCK’.
04.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
10.08.1990 Repair ‘TWIST LOCK’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.09.1990 Repair ‘BRAKE BLOCK RB95’.
15.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
21.10.1990 Repair ‘BRAKE BLOCK RB95’.
21.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BRAKE BLOCK RB95’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘TWIST LOCK’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4328 D’
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
17.11.1991 Repair ‘TWIST LOCK’.
17.11.1991 Repair ‘TWIST LOCK’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1991 Repair ‘WHEEL SET’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
29.02.1992 Repair ‘TWIST LOCK’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
05.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
11.04.1992 Repair ‘BRAKE BLOCK RB95’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘WHEEL SET’.
27.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
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21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4328 D’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1993 Repair ‘TWIST LOCK’.
02.03.1993 Repair ‘TWIST LOCK’.
02.03.1993 Repair ‘TWIST LOCK’.
02.03.1993 Repair ‘TWIST LOCK’.
02.03.1993 Repair ‘WHEEL SET’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4328 D’
29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4328 D’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘WHEEL SET’.
24.12.1993 Repair ‘STEP’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4331

Details: wagon ‘AQQY 4331 L’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 04.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SF SV
Return to Service Date: 11.02.1997
Last Brake Cylinder: 04.09.1991
Last Single Car Test: 17.04.1989
Last Lift: 01.01.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BEARINGS’.
29.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.09.1989 Repair ‘BRAKE LEVER’.
29.09.1989 Repair ‘BRAKE PULL ROD’.
29.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘TWIST LOCK’.
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29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
21.10.1989 Repair ‘BRAKE BLOCK RB95’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.11.1989 Repair ‘BRAKE LEVER’.
04.11.1989 Repair ‘BRAKE PULL ROD’.
04.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘WHEEL SET’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
18.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
23.04.1990 Repair ‘STEP’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4331 R’
23.07.1990 Repair ‘STEP’.
23.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4331 R’
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘EMPTY LOAD VALVE’.
25.07.1990 Repair ‘GRADE CONTROL VALVE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘STEP’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
10.08.1990 Repair ‘END HOSE’.
10.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘TRAIN PIPE (END)’.
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15.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4331 R’

17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BRAKE BLOCK RB95’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘WHEEL SET’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
26.01.1992 Repair ‘TWIST LOCK’.
26.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4331 R’
29.03.1992 Repair ‘BRAKE BLOCK RB95’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRANCH PIPE’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘EMPTY LOAD VALVE’.
29.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
30.08.1992 Repair ‘TWIST LOCK’.
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30.08.1992 Repair ‘TWIST LOCK’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
11.09.1992 Repair ‘STEP’.
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BEARINGS’.
15.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.01.1993 Repair ‘CARD OR CLIP HOLDER’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘EMPTY LOAD VALVE’.
15.01.1993 Repair ‘GRADE CONTROL VALVE’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1993 Repair ‘WHEEL SET’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
18.02.1993 Repair ‘STEP’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4331 R’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘VEHICLE RECLASSIFY’.
16.06.1993 Repair ‘VEHICLE STENCILS’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4331 R’
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11.11.1993 Repair ‘TWIST LOCK’.
08.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1994 Repair ‘TWIST LOCK’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
11.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4332

Details: wagon ‘AQQY 4332 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 02.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Last Brake Cylinder: 19.02.1990
Last Lift: 31.07.1985
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
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‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
23.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BRAKE BLOCK RB95’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘END COMPLETE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘HANDRAILS’.
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4332 D’
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
30.12.1989 Repair ‘HANDRAILS END’.
30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4332 D’
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4332 D’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1990 Repair ‘STEP’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4332 D’
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
12.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Repair ‘COUPLER KNUCKLE’.
12.05.1990 Repair ‘END BRAKE COCK’.
12.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1990 Repair ‘TWIST LOCK’.
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12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4332 D’
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘HANDRAILS END’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘END SILL’.
20.11.1991 Repair ‘HANDRAILS END’.
20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4332 D’
29.11.1991 Repair ‘HANDRAILS END’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1991 Repair ‘WHEEL SET’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4332 D’
21.12.1991 Repair ‘TWIST LOCK’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
08.01.1992 Repair ‘HANDRAILS’.
08.01.1992 Repair ‘STEP’.
08.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4332 D’
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07.03.1992 Repair ‘STEP’.
07.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

05.05.1993 Repair ‘BOGIE BEARINGS’.
05.05.1993 Repair ‘TWIST LOCK’.
05.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4332 D’
29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4332 D’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE WEAR PLATES’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
11.11.1993 Repair ‘TWIST LOCK’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4334

Details: wagon ‘AQQY 4334 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 09.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: SF SV
Return to Service Date: 26.10.1996
Due Triple Valve: 01.06.1987
Last Brake Cylinder: 11.08.1992
Last Single Car Test: 13.03.1989
Last Lift: 31.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘BRAKE LEVER’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘STANCHION’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘VEHICLE RETARE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4334 V’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘WHEEL SET’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1989 Repair ‘BOGIE COMPLETE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
10.04.1990 Repair ‘STEP’.
10.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4334 V’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4334 V’
06.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
26.05.1990 Repair ‘HANDRAILS END’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4334 V’
12.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4334 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘COUPLER COMPLETE’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.
08.09.1990 Repair ‘TWIST LOCK’.
08.09.1990 Repair ‘TWIST LOCK’.
08.09.1990 Repair ‘TWIST LOCK’.
08.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Repair ‘TWIST LOCK’.
23.02.1991 Repair ‘TWIST LOCK’.
23.02.1991 Repair ‘TWIST LOCK’.
23.02.1991 Repair ‘TWIST LOCK’.
23.02.1991 Repair ‘WHEEL SET’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘END BRAKE COCK’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Repair ‘WHEEL SET’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
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21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘YOKE CARRIER’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
26.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4334 V’
18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
24.04.1992 Repair ‘WHEEL SET’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘WHEEL SET’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
13.05.1992 Repair ‘BOGIE SIDEFRAME’.
13.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE SIDEFRAME’.
11.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
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11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘COUPLER COMPLETE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1992 Repair ‘HANDBRAKE HANDLE’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4334 V’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘END BRAKE COCK’.
01.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Repair ‘VEHICLE RECLASSIFY’.
01.06.1993 Repair ‘VEHICLE STENCILS’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4334 V’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
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20.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4336

Details: wagon ‘AQQY 4336 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 27.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 22.01.1997
Last Brake Cylinder: 29.04.1993
Last Single Car Test: 15.03.1991
Last Lift: 27.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
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21.10.1989 Repair ‘BRAKE BLOCK RB95’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
28.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
09.11.1989 Repair ‘STEP’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4336 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘WHEEL SET’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘WHEEL SET’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BEARERS’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BRAKE PULL ROD’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘SIDE BEARER’.
14.03.1991 Repair ‘TOP CENTRE PLATE’.
14.03.1991 Repair ‘TRAIN PIPE (END)’.
14.03.1991 Repair ‘YOKE COMPLETE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4336 Q’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘WHEEL SET’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘EMPTY LOAD VALVE’.
29.01.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1992 Repair ‘TRAIN PIPE (END)’.
29.01.1992 Repair ‘TWIST LOCK’.
29.01.1992 Repair ‘TWIST LOCK’.
29.01.1992 Repair ‘WHEEL SET’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
16.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4336 Q’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘SIDE BEARER’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4336 Q’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4336 Q’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘EMPTY LOAD VALVE’.
08.10.1992 Repair ‘GRADE CONTROL VALVE’.
08.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

3948



2.136. Wagon classification starting with ‘AQQ’

08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘VEHICLE COMPLETE’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘VEHICLE RECLASSIFY’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4336 Q’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4336 Q’
23.06.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4339

Details: wagon ‘AQQY 4339 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 26.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Due Triple Valve: 01.09.1996
Last Brake Cylinder: 06.10.1993
Last Single Car Test: 06.10.1993
Last Lift: 01.04.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4339 U’
13.11.1989 Repair ‘STEP’.
13.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
24.11.1989 Repair ‘STEP’.
24.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4339 U’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘STANCHION’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘VEHICLE RETARE’.
29.12.1989 Repair ‘VEHICLE STENCILS’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4339 U’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BEARERS’.
30.08.1991 Repair ‘BOGIE BEARERS’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE CONTROL PIPE’.
30.08.1991 Repair ‘HANDRAILS’.
30.08.1991 Repair ‘HANDRAILS END’.
30.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1991 Repair ‘VEHICLE RECLASSIFY’.
30.08.1991 Repair ‘WHEEL SET’.
30.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4339 U’
30.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4339 U’
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
06.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4339 U’
16.11.1991 Repair ‘TWIST LOCK’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
02.02.1992 Repair ‘BRAKE BLOCK RB95’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
22.11.1992 Repair ‘TWIST LOCK’.
22.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4339 U’
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4339 U’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4339 U’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1993 Repair ‘BRAKE BLOCK RB95’.
09.06.1993 Repair ‘BRAKE PULL ROD’.
09.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Repair ‘VEHICLE RECLASSIFY’.
09.06.1993 Repair ‘VEHICLE STENCILS’.
09.06.1993 Repair ‘WHEEL SET’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4339 U’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1993 Repair ‘VEHICLE STENCILS’.
29.09.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
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AQQY 4349

Details: wagon ‘AQQY 4349 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 01.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 30.01.1997
Due Triple Valve: 16.07.1988
Last Brake Cylinder: 08.02.1991
Last Single Car Test: 25.10.1993
Last Lift: 06.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4349 F’
14.07.1989 Repair ‘HANDRAILS END’.
14.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4349 F’
11.02.1990 Repair ‘HANDRAILS’.
11.02.1990 Repair ‘STEP’.
11.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4349 F’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘END BRAKE COCK’.
07.08.1990 Repair ‘HANDRAILS END’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘STRIKING CASTING’.
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07.08.1990 Repair ‘TOP CENTRE PLATE’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4349 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
14.09.1990 Repair ‘HANDRAILS’.
14.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4349 F’
24.10.1990 Repair ‘STEP’.
24.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4349 F’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘GRADE CONTROL VALVE’.
07.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘VEHICLE STENCILS’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BEARERS’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘VEHICLE RECLASSIFY’.
06.06.1991 Repair ‘WHEEL SET’.
06.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4349 F’
19.06.1991 Repair ‘VEHICLE STENCILS’.
19.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4349 F’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘CARD OR CLIP HOLDER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.09.1991 Repair ‘HANDRAILS’.
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Repair ‘TRAIN PIPE (END)’.
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17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4349 F’
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4349 F’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4349 F’
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4349 F’
23.11.1991 Repair ‘TWIST LOCK’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4349 F’
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4349 F’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4349 F’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4349 F’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
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24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1993 Repair ‘STANCHION’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘VEHICLE RECLASSIFY’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4349 F’
08.07.1993 Repair ‘BRANCH PIPE’.
01.10.1993 Repair ‘HANDRAILS’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘STRIKING CASTING’.
12.10.1993 Repair ‘VEHICLE STENCILS’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4352

Details: wagon ‘AQQY 4352 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 30.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 24.01.1997
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 05.04.1991
Last Lift: 17.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

01.07.1989 Repair ‘BOGIE SPRING’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘END SILL’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4352 T’
15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4352 T’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘END BRAKE COCK’.
19.10.1989 Repair ‘HANDRAILS END’.
19.10.1989 Repair ‘TRAIN PIPE (END)’.
19.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4352 T’
28.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4352 T’
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
05.09.1990 Repair ‘HANDRAILS END’.
05.09.1990 Repair ‘TRAIN PIPE’.
05.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4352 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.10.1990 Repair ‘STEP’.
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09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4352 T’

01.11.1990 Repair ‘TWIST LOCK’.
01.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
12.01.1991 Repair ‘HANDRAILS END’.
12.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
18.01.1991 Repair ‘BRAKE BLOCK RB95’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4352 T’
24.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1991 Repair ‘BRAKE BLOCK RB95’.
24.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
10.03.1991 Repair ‘END BRAKE COCK’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘WHEEL SET’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4352 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4352 T’
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
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18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘WHEEL SET’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4352 T’
18.10.1991 Repair ‘STEP’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
23.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
20.07.1992 Repair ‘STEP’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
17.08.1992 Repair ‘STEP’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4352 T’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4352 T’
17.10.1993 Repair ‘END HOSE’.
12.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BRAKE BLOCK RB95’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
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24.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4357

Details: wagon ‘AQQY 4357 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 07.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 24.02.1997
Due Triple Valve: 01.05.1997
Last Triple Valve: 11.12.1989
Last Brake Cylinder: 08.07.1990
Last Single Car Test: 01.10.1990
Last Lift: 16.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

03.08.1989 Repair ‘TWIST LOCK’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4357 S’
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4357 S’
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25.11.1989 Repair ‘TWIST LOCK’.
25.11.1989 Repair ‘TWIST LOCK’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4357 S’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE CONTROL PIPE’.
11.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.12.1989 Repair ‘STEP’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘BRAKE BLOCK RB95’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘EMPTY LOAD VALVE’.
07.07.1990 Repair ‘GRADE CONTROL VALVE’.
07.07.1990 Repair ‘HANDRAILS END’.
07.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1990 Repair ‘STEP’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘WHEEL SET’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1990 Repair ‘TWIST LOCK’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘WHEEL SET’.
23.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘BRAKE PULL ROD’.
28.09.1990 Repair ‘COUPLER COMPLETE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4357 S’
31.10.1990 Repair ‘BOGIE BEARINGS’.
31.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4357 S’
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4357 S’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘EMPTY LOAD VALVE’.
18.04.1991 Repair ‘GRADE CONTROL VALVE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘WHEEL SET’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BRAKE BLOCK RB95’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘GRADE CONTROL VALVE’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Repair ‘WHEEL SET’.
31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘EMPTY LOAD VALVE’.
30.08.1991 Repair ‘GRADE CONTROL VALVE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘WHEEL SET’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘EMPTY LOAD VALVE’.
07.09.1991 Repair ‘GRADE CONTROL VALVE’.
07.09.1991 Repair ‘WHEEL SET’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
21.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1991 Repair ‘BRAKE BLOCK RB101’.
21.09.1991 Repair ‘EMPTY LOAD VALVE’.
21.09.1991 Repair ‘GRADE CONTROL VALVE’.
21.09.1991 Repair ‘WHEEL SET’.
21.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Repair ‘STRIKING CASTING’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
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08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE BLOCK OTHER’.
08.01.1992 Repair ‘STEP’.
08.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4357 S’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
24.02.1993 Repair ‘COUPLER COMPLETE’.
24.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4357 S’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

27.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1993 Repair ‘BRAKE LEVER’.
27.02.1993 Repair ‘BRAKE PIN’.
27.02.1993 Repair ‘COUPLER COMPLETE’.
27.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1993 Repair ‘COUPLER KNUCKLE’.
27.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1993 Repair ‘EMPTY LOAD VALVE’.
27.02.1993 Repair ‘END BRAKE COCK’.
27.02.1993 Repair ‘GRADE CONTROL VALVE’.
27.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1993 Repair ‘TRAIN PIPE (END)’.
27.02.1993 Repair ‘TWIST LOCK’.
27.02.1993 Repair ‘TWIST LOCK’.
27.02.1993 Repair ‘TWIST LOCK’.
27.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1993 Repair ‘WEAR PLATES & SADDLES’.
27.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘VEHICLE COMPLETE’.
08.05.1993 Repair ‘VEHICLE RECLASSIFY’.
08.05.1993 Repair ‘VEHICLE STENCILS’.
08.05.1993 Repair ‘WHEEL SET’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4357 S’
26.09.1993 Repair ‘HANDRAILS’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
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19.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4361

Details: wagon ‘AQQY 4361 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 08.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD HS SF SV
Return to Service Date: 18.12.1996
Due Triple Valve: 26.07.1990
Last Triple Valve: 27.08.1991
Last Brake Cylinder: 17.04.1993
Last Single Car Test: 11.06.1991
Last Lift: 03.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

02.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1989 Repair ‘STEP’.
02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
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02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4361 S’

04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
09.07.1989 Repair ‘STEP’.
09.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4361 S’
13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.07.1989 Repair ‘END BRAKE COCK’.
13.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4361 S’
10.09.1989 Repair ‘STEP’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4361 S’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BOGIE BOLSTER’.
06.11.1989 Repair ‘BRAKE BLOCK RB95’.
06.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1989 Repair ‘STANCHION’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘WHEEL SET’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4361 S’
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘WHEEL SET’.
12.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4361 S’
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
30.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘CARD OR CLIP HOLDER’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘TWIST LOCK’.

3965



2. TIMS GROUP INFORMATION - WAGONS

12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.05.1991 Repair ‘BRAKE BLOCK RB95’.
14.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4361 S’
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4361 S’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
09.09.1991 Repair ‘BOGIE BOLSTER’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘WHEEL SET’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘BRANCH PIPE’.
17.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4361 S’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BEARERS’.
17.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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17.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘BRAKE LEVER’.
17.02.1992 Repair ‘BRAKE PULL ROD’.
17.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Repair ‘WHEEL SET’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
29.11.1992 Repair ‘TWIST LOCK’.
29.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
15.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4361 S’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BEARINGS’.
17.04.1993 Repair ‘BRAKE BLOCK RB95’.
17.04.1993 Repair ‘COUPLER KNUCKLE’.
17.04.1993 Repair ‘EMPTY LOAD VALVE’.
17.04.1993 Repair ‘GRADE CONTROL VALVE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1993 Repair ‘STRIKING CASTING’.
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17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Repair ‘VEHICLE RECLASSIFY’.
17.04.1993 Repair ‘VEHICLE STENCILS’.
17.04.1993 Repair ‘WHEEL SET’.
17.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4361 S’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BRAKE BLOCK RB95’.
13.11.1993 Repair ‘CARD OR CLIP HOLDER’.
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4362

Details: wagon ‘AQQY 4362 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 13.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
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BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 21.11.1996
Due Triple Valve: 20.01.1993
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 14.08.1991
Last Lift: 28.10.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

10.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.07.1989 Repair ‘STEP’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4362 E’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
11.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TWIST LOCK’.

3969



2. TIMS GROUP INFORMATION - WAGONS

20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
01.12.1989 Repair ‘HANDRAILS END’.
01.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4362 E’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘END BRAKE COCK’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
28.04.1990 Repair ‘HOSE FITTINGS’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘STEP’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4362 E’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1990 Repair ‘TWIST LOCK’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘HANDRAILS END’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
16.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4362 E’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘END BRAKE COCK’.
22.10.1990 Repair ‘TRAIN PIPE’.
22.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4362 E’
02.11.1990 Repair ‘BOGIE BEARINGS’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘STANCHION’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4362 E’
18.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘END BRAKE COCK’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.05.1991 Repair ‘TWIST LOCK’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
02.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4362 E’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4362 E’

07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4362 E’

13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4362 E’
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE LEVER’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘EMPTY LOAD VALVE’.
12.11.1991 Repair ‘GRADE CONTROL VALVE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BEARERS’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.01.1992 Repair ‘COUPLER KNUCKLE’.
20.01.1992 Repair ‘TRAIN PIPE (END)’.
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Repair ‘TWIST LOCK’.
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20.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
22.03.1992 Repair ‘BRAKE BLOCK RB95’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘EMPTY LOAD VALVE’.
30.05.1992 Repair ‘GRADE CONTROL VALVE’.
30.05.1992 Repair ‘RELAY VALVE’.
30.05.1992 Repair ‘STEP’.
30.05.1992 Repair ‘TOP CENTRE PLATE’.
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
18.09.1992 Repair ‘STEP’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
26.11.1992 Repair ‘STEP’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4362 E’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
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24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘VEHICLE RECLASSIFY’.
24.06.1993 Repair ‘VEHICLE STENCILS’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4362 E’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4364

Details: wagon ‘AQQY 4364 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 20.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 28.10.1996
Due Triple Valve: 06.04.1997
Last Brake Cylinder: 22.10.1992
Last Single Car Test: 06.04.1993
Last Lift: 01.12.1985
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
24.08.1989 Repair ‘HANDRAILS END’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4364 W’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
25.10.1989 Repair ‘HANDRAILS END’.
25.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4364 W’
23.12.1989 Repair ‘HANDRAILS END’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4364 W’
31.12.1989 Repair ‘HANDRAILS END’.
31.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4364 W’
19.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4364 W’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Repair ‘BRAKE LEVER’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
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29.05.1990 Repair ‘HANDRAILS END’.
29.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1990 Repair ‘STEP’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘WHEEL SET’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘BRAKE LEVER’.
13.11.1990 Repair ‘BRAKE PIN’.
13.11.1990 Repair ‘BRAKE PULL ROD’.
13.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘WHEEL SET’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘CARD OR CLIP HOLDER’.
01.03.1991 Repair ‘COUPLER COMPLETE’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘HANDRAILS END’.
01.03.1991 Repair ‘TWIST LOCK’.
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01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4364 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.08.1991 Repair ‘STEP’.
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4364 W’
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
15.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1991 Repair ‘BRAKE LEVER’.
15.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘WHEEL SET’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
23.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
13.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
17.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
31.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
15.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
23.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
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05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4364 W’

31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘WHEEL SET’.
31.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4364 W’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BRAKE PULL ROD’.
18.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4364 W’
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
18.11.1992 Repair ‘SIDE STEP’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4364 W’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘END BRAKE COCK’.
08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4364 W’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.

3978



2.136. Wagon classification starting with ‘AQQ’

15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BEARINGS’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘TOP CENTRE PLATE’.
23.03.1993 Repair ‘TRAIN PIPE’.
23.03.1993 Repair ‘VEHICLE COMPLETE’.
23.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4364 W’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘VEHICLE RECLASSIFY’.
21.07.1993 Repair ‘VEHICLE STENCILS’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4364 W’
10.08.1993 Repair ‘YOKE CARRIER’.
07.01.1994 Repair ‘TWIST LOCK’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4365

Details: wagon ‘AQQY 4365 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 21.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 03.09.1996
Last Triple Valve: 02.09.1992
Last Brake Cylinder: 15.04.1992
Last Single Car Test: 06.06.1989
Last Lift: 21.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1989 Repair ‘BRAKE LEVER’.
24.07.1989 Repair ‘BRAKE PULL ROD’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.
24.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
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29.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4365 X’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1990 Repair ‘BRAKE LEVER’.
05.04.1990 Repair ‘TWIST LOCK’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
05.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4365 X’
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
28.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BEARINGS’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
21.09.1990 Repair ‘SIDE STEP’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4365 X’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Repair ‘TRAIN PIPE’.
02.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4365 X’
09.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘HANDRAILS END’.
07.03.1991 Repair ‘STEP’.
07.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4365 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘SIDE BEARER’.
02.08.1991 Repair ‘TWIST LOCK’.
02.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE CONTROL PIPE’.
22.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.11.1991 Repair ‘BRAKE LEVER’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘BRANCH PIPE’.
22.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.11.1991 Repair ‘COUPLER COMPLETE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
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22.11.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4365 X’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4365 X’
22.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘CARD OR CLIP HOLDER’.
01.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘STRIKING CASTING’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
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15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘EMPTY LOAD VALVE’.
22.09.1992 Repair ‘GRADE CONTROL VALVE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4365 X’
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4365 X’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BRAKE BLOCK RB95’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
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07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘VEHICLE RECLASSIFY’.
07.05.1993 Repair ‘VEHICLE STENCILS’.
07.05.1993 Repair ‘WHEEL SET’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4365 X’
24.11.1993 Repair ‘HANDRAILS’.
09.12.1993 Repair ‘HANDRAILS’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4367

Details: wagon ‘AQQY 4367 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 22.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 22.01.1997
Last Triple Valve: 06.12.1993
Last Brake Cylinder: 19.07.1990
Last Single Car Test: 26.07.1989
Last Lift: 26.05.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘WHEEL SET’.
19.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4367 D’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘WHEEL SET’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BEARINGS’.
19.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
28.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
13.03.1991 Repair ‘WEAR PLATES & SADDLES’.
13.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4367 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.05.1991 Repair ‘COUPLER KNUCKLE’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
22.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
03.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
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12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
15.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4367 D’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1993 Repair ‘SIDE BEARER’.
18.01.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
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21.05.1993 Repair ‘VEHICLE RECLASSIFY’.
21.05.1993 Repair ‘VEHICLE STENCILS’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4367 D’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE CONTROL PIPE’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘EMPTY LOAD VALVE’.
01.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
14.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.12.1993 Repair ‘HAND RELEASE (AIR)’.
06.12.1993 Repair ‘TRAIN PIPE (END)’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4369

Details: wagon ‘AQQY 4369 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
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Diagram Book Page No.: NS162/3
Date Built: 30.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Last Brake Cylinder: 12.03.1991
Last Single Car Test: 05.11.1992
Last Lift: 26.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

15.08.1989 Repair ‘END HOSE’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
21.10.1989 Repair ‘TWIST LOCK’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE COMPLETE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘TRAIN PIPE (END)’.
04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Repair ‘TWIST LOCK’.
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04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4369 V’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
16.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘WHEEL SET’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4369 V’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘VEHICLE COMPLETE’.
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12.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘WHEEL SET’.
07.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4369 V’
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
15.11.1991 Repair ‘BRAKE BLOCK RB95’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1991 Repair ‘BOGIE SPRING’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
16.12.1991 Repair ‘HANDRAILS’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4369 V’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘STRIKING CASTING’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
27.03.1992 Repair ‘HANDRAILS’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
18.07.1992 Repair ‘TWIST LOCK’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
07.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
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07.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4369 V’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1992 Repair ‘BOGIE SIDEFRAME’.
13.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1992 Repair ‘COUPLER KNUCKLE’.
13.10.1992 Repair ‘EMPTY LOAD VALVE’.
13.10.1992 Repair ‘GRADE CONTROL VALVE’.
13.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1992 Repair ‘STRIKING CASTING’.
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4369 V’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE COMPLETE’.
30.10.1992 Repair ‘BRAKE BLOCK RB95’.
30.10.1992 Repair ‘VEHICLE COMPLETE’.
30.10.1992 Repair ‘WHEEL SET’.
30.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4369 V’
02.11.1992 Repair ‘STEP’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4369 V’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

04.07.1993 Repair ‘VEHICLE RECLASSIFY’.
04.07.1993 Repair ‘VEHICLE STENCILS’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4369 V’
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘COUPLER KNUCKLE’.
31.07.1993 Repair ‘EMPTY LOAD VALVE’.
31.07.1993 Repair ‘GRADE CONTROL VALVE’.
31.07.1993 Repair ‘TWIST LOCK’.
06.11.1993 Repair ‘STEP’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
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31.07.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4370

Details: wagon ‘AQQY 4370 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 29.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 27.11.1996
Last Triple Valve: 10.10.1990
Last Brake Cylinder: 27.07.1993
Last Single Car Test: 07.06.1989
Last Lift: 07.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4370 R’

02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘HANDRAILS END’.
22.03.1990 Repair ‘TWIST LOCK’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘WHEEL SET’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.06.1990 Repair ‘BRAKE CONTROL PIPE’.
25.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.06.1990 Repair ‘TRAIN PIPE (END)’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4370 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘STEP’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
13.10.1990 Repair ‘BOGIE BEARINGS’.
13.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘WHEEL SET’.
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07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
11.07.1991 Repair ‘STEP’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘BRAKE PIN’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘EMPTY LOAD VALVE’.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘WHEEL SET’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
17.11.1991 Repair ‘TWIST LOCK’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4370 R’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
21.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
01.03.1992 Repair ‘BRAKE BLOCK RB95’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘EMPTY LOAD VALVE’.
12.03.1992 Repair ‘GRADE CONTROL VALVE’.
12.03.1992 Repair ‘TOP CENTRE PLATE’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BRAKE BLOCK RB95’.
05.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BRAKE PULL ROD’.
09.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4370 R’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER KNUCKLE’.
13.11.1992 Repair ‘EMPTY LOAD VALVE’.
13.11.1992 Repair ‘GRADE CONTROL VALVE’.
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
24.12.1992 Repair ‘HANDRAILS’.
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24.12.1992 Repair ‘HANDRAILS END’.
24.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.03.1993 Repair ‘BRAKE LEVER’.
19.03.1993 Repair ‘BRAKE PULL ROD’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4370 R’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BEARERS’.
27.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘GRADE CONTROL VALVE’.
27.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘VEHICLE RECLASSIFY’.
27.07.1993 Repair ‘VEHICLE STENCILS’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4370 R’
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13.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4373

Details: wagon ‘AQQY 4373 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 12.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 27.11.1996
Due Triple Valve: 21.05.1988
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 22.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
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09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4373 V’
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4373 V’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1989 Repair ‘BRAKE LEVER’.
09.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE STENCILS’.
09.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
21.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4373 V’
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Repair ‘BRAKE PULL ROD’.
31.03.1990 Repair ‘HANDRAILS END’.
31.03.1990 Repair ‘TWIST LOCK’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘WHEEL SET’.
31.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘TWIST LOCK’.
03.04.1990 Repair ‘TWIST LOCK’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BEARINGS’.
06.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
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06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘WHEEL SET’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘TWIST LOCK’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘WHEEL SET’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
22.02.1991 Repair ‘END HOSE’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4373 V’
22.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
09.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
22.04.1992 Repair ‘BOGIE SIDEFRAME’.
22.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
22.04.1992 Repair ‘BRAKE LEVER’.
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22.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.04.1992 Repair ‘EMPTY LOAD VALVE’.
22.04.1992 Repair ‘GRADE CONTROL VALVE’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘WHEEL SET’.
22.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘TRAIN PIPE (END)’.
14.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4373 V’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

29.03.1993 Repair ‘HANDRAILS END’.
29.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4373 V’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARINGS’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4373 V’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘VEHICLE STENCILS’.
11.10.1993 Repair ‘WHEEL SET’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
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AQQY 4375

Details: wagon ‘AQQY 4375 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 10.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 14.05.1996
Due Triple Valve: 01.07.1997
Last Brake Cylinder: 01.05.1991
Last Single Car Test: 13.12.1989
Last Lift: 06.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4375 Q’

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
18.07.1989 Repair ‘BRAKE PULL ROD’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘EMPTY LOAD VALVE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘TWIST LOCK’.
18.07.1989 Repair ‘TWIST LOCK’.
18.07.1989 Repair ‘TWIST LOCK’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘WHEEL SET’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘HANDRAILS END’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘WHEEL SET’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘WHEEL SET’.
19.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4375 Q’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
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23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘WHEEL SET’.
12.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4375 Q’
30.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4375 Q’
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
09.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4375 Q’
28.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘CARD OR CLIP HOLDER’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘END BRAKE COCK’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘TRAIN PIPE (END)’.
06.11.1990 Repair ‘TWIST LOCK’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4375 Q’
15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1991 Repair ‘EMPTY LOAD VALVE’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1991 Repair ‘TWIST LOCK’.

4005



2. TIMS GROUP INFORMATION - WAGONS

27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘EMPTY LOAD VALVE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘TWIST LOCK’.
10.04.1991 Repair ‘TWIST LOCK’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1991 Repair ‘EMPTY LOAD VALVE’.
01.05.1991 Repair ‘GRADE CONTROL VALVE’.
01.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1991 Repair ‘TWIST LOCK’.
01.05.1991 Repair ‘TWIST LOCK’.
01.05.1991 Repair ‘TWIST LOCK’.
01.05.1991 Repair ‘TWIST LOCK’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRAKE BLOCK RB95’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘VEHICLE COMPLETE’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
22.11.1991 Repair ‘TWIST LOCK’.
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22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4375 Q’

03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
07.03.1992 Repair ‘BRAKE BLOCK RB95’.
07.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘WHEEL SET’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
26.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘GRADE CONTROL VALVE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘EMPTY LOAD VALVE’.
25.09.1992 Repair ‘GRADE CONTROL VALVE’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
11.01.1993 Repair ‘TWIST LOCK’.
11.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

22.03.1993 Repair ‘TWIST LOCK’.
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22.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4375 Q’

01.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
06.05.1993 Repair ‘BOGIE BEARINGS’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4375 Q’
05.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4375 Q’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘GRADE CONTROL VALVE’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘VEHICLE RECLASSIFY’.
27.07.1993 Repair ‘VEHICLE STENCILS’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4375 Q’
14.12.1993 Repair ‘END HOSE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4376

Details: wagon ‘AQQY 4376 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 07.05.1976
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Due Triple Valve: 17.02.1990
Last Brake Cylinder: 14.09.1988
Last Single Car Test: 17.02.1989
Last Lift: 07.08.1979
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4376 C’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4376 C’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4376 C’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

15.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘BRAKE PIN’.
09.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘WHEEL SET’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4376 C’
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
26.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1991 Repair ‘BRAKE BLOCK RB95’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4376 C’
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
09.07.1991 Repair ‘TWIST LOCK’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4376 C’
27.01.1992 Repair ‘STEP’.
27.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘COUPLER KNUCKLE’.
17.03.1992 Repair ‘TWIST LOCK’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4376 C’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BEARERS’.
14.05.1992 Repair ‘BRAKE BLOCK RB95’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘WHEEL SET’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4376 C’
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
07.08.1992 Repair ‘STEP’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4376 C’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

04.07.1993 Repair ‘VEHICLE RECLASSIFY’.
04.07.1993 Repair ‘VEHICLE STENCILS’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4376 C’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE COMPLETE’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘WHEEL SET’.
07.01.1994 Repair ‘STEP’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4379

Details: wagon ‘AQQY 4379 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 10.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 23.01.1997
Due Triple Valve: 26.02.1997
Last Brake Cylinder: 01.05.1993
Last Single Car Test: 24.05.1989
Last Lift: 14.04.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
25.07.1989 Repair ‘GRADE CONTROL VALVE’.
25.07.1989 Repair ‘HANDRAILS END’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
29.07.1989 Repair ‘NYLON HOSE’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘STEP’.
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01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘WHEEL SET’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
08.10.1989 Repair ‘HANDRAILS END’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4379 G’
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
18.02.1990 Repair ‘TWIST LOCK’.
18.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4379 G’
04.04.1990 Repair ‘HANDRAILS END’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Repair ‘BOGIE WEAR PLATES’.
02.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘WHEEL SET’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
07.06.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1990 Repair ‘BOGIE COMPLETE’.
18.08.1990 Repair ‘BOGIE SPRING’.
18.08.1990 Repair ‘BRAKE LEVER’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
23.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4379 G’
31.10.1990 Repair ‘BOGIE BEARINGS’.
31.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
18.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘WHEEL SET’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
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31.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
05.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE FRICTION WEDGE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘STRIKING CASTING’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BRAKE BLOCK RB95’.
20.05.1992 Repair ‘COUPLER KNUCKLE’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
20.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
05.12.1992 Repair ‘STEP’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘EMPTY LOAD VALVE’.
18.02.1993 Repair ‘GRADE CONTROL VALVE’.
18.02.1993 Repair ‘SIDE STEP’.
18.02.1993 Repair ‘STRIKING CASTING’.
18.02.1993 Repair ‘TWIST LOCK’.
18.02.1993 Repair ‘TWIST LOCK’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

27.03.1993 Repair ‘TWIST LOCK’.
27.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4379 G’
01.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1993 Repair ‘COUPLER KNUCKLE’.
01.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘VEHICLE RECLASSIFY’.
01.05.1993 Repair ‘VEHICLE STENCILS’.
01.05.1993 Repair ‘WHEEL SET’.
01.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4379 G’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4382

Details: wagon ‘AQQY 4382 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 03.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 16.09.1996
Last Single Car Test: 16.09.1991
Last Lift: 01.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

09.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1989 Repair ‘BRAKE BLOCK OTHER’.
06.11.1989 Repair ‘BRAKE PULL ROD’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘EMPTY LOAD VALVE’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘VEHICLE COMPLETE’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.01.1990 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Repair ‘TRAIN PIPE’.
23.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4382 U’
26.01.1990 Repair ‘STEP’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Repair ‘BOGIE SPRING’.
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10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4382 U’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘WHEEL SET’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
08.12.1990 Repair ‘BOGIE BEARINGS’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE CONTROL PIPE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRAKE PULL ROD’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4382 U’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘BRAKE PULL ROD’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4382 U’
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘STRIKING CASTING’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
14.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
15.03.1992 Repair ‘BRAKE BLOCK RB95’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4382 U’
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10.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘WHEEL SET’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4382 U’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4382 U’
04.07.1993 Repair ‘VEHICLE RECLASSIFY’.
04.07.1993 Repair ‘VEHICLE STENCILS’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4382 U’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BEARERS’.
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02.08.1993 Repair ‘BOGIE BEARINGS’.
02.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BOGIE WEAR PLATES’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘BRAKE LEVER’.
02.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘RELAY VALVE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘WHEEL SET’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4383

Details: wagon ‘AQQY 4383 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 04.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SF SV
Return to Service Date: 17.02.1997
Due Triple Valve: 11.05.1996
Last Brake Cylinder: 13.02.1989
Last Single Car Test: 23.07.1993
Last Lift: 31.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
30.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4383 G’
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
26.03.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
30.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Repair ‘COUPLER KNUCKLE’.
02.11.1990 Repair ‘EMPTY LOAD VALVE’.
02.11.1990 Repair ‘GRADE CONTROL VALVE’.
02.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1990 Repair ‘TWIST LOCK’.
02.11.1990 Repair ‘WHEEL SET’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4383 G’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.05.1991 Repair ‘TWIST LOCK’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.05.1991 Repair ‘EMPTY LOAD VALVE’.
22.05.1991 Repair ‘END COMPLETE’.
22.05.1991 Repair ‘GRADE CONTROL VALVE’.
22.05.1991 Repair ‘TRAIN PIPE (END)’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘VEHICLE STENCILS’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB101’.
16.07.1991 Repair ‘BRAKE BLOCK RB101’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4383 G’
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4383 G’
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
05.10.1991 Repair ‘TWIST LOCK’.
05.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’

4023



2. TIMS GROUP INFORMATION - WAGONS

07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘TRAIN PIPE (END)’.
15.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4383 G’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BRAKE BLOCK RB95’.
17.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4383 G’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4383 G’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BOLSTER’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘SHUNT PAD’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
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class: ‘AQQY’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘EMPTY LOAD VALVE’.
01.03.1993 Repair ‘GRADE CONTROL VALVE’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘VEHICLE RECLASSIFY’.
16.06.1993 Repair ‘VEHICLE STENCILS’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4383 G’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB95’.
19.07.1993 Repair ‘VEHICLE STENCILS’.
19.07.1993 Repair ‘WHEEL SET’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BOLSTER’.
29.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘EMPTY LOAD VALVE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘WHEEL SET’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4385

Details: wagon ‘AQQY 4385 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 31.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Due Triple Valve: 15.04.1997
Last Brake Cylinder: 24.11.1992
Last Single Car Test: 04.07.1989
Last Lift: 05.10.1977
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4385 B’
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4385 B’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
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04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4385 B’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
18.01.1991 Repair ‘STANCHION’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
03.03.1991 Repair ‘STEP’.
03.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4385 B’
27.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
24.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
29.02.1992 Repair ‘BRAKE BLOCK RB95’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4385 B’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BRAKE PIN’.
27.04.1992 Repair ‘STEP’.
27.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4385 B’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BRAKE BLOCK RB95’.
11.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE SPRING’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
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22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE BLOCK RB95’.
26.03.1993 Repair ‘HOSE FITTINGS’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4385 B’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Repair ‘VEHICLE RECLASSIFY’.
19.04.1993 Repair ‘VEHICLE STENCILS’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4385 B’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BEARERS’.
31.05.1993 Repair ‘BRAKE BLOCK RB95’.
31.05.1993 Repair ‘BRAKE PULL ROD’.
31.05.1993 Repair ‘SIDE BEARER’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4385 B’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE COMPLETE’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘WHEEL SET’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE LEVER’.
13.09.1993 Repair ‘BRANCH PIPE’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘TWIST LOCK’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
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01.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4386

Details: wagon ‘AQQY 4386 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 19.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 12.02.1997
Last Brake Cylinder: 05.08.1992
Last Single Car Test: 08.07.1991
Last Lift: 28.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.
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14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
21.09.1989 Repair ‘STEP’.
21.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4386 K’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘BRAKE PULL ROD’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘STEP’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘WHEEL SET’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
08.10.1989 Repair ‘SIDE STEP’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4386 K’
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BEARERS’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘SHUNT PAD’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BEARERS’.
01.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4386 K’
02.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
28.07.1990 Repair ‘TWIST LOCK’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4386 K’
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘BRAKE PULL ROD’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
15.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4386 K’
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01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4386 K’

03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
01.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
03.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
22.12.1991 Repair ‘BRAKE BLOCK RB95’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE BLOCK RB95’.
30.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1992 Repair ‘SHUNT PAD’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4386 K’
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17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
17.10.1992 Repair ‘STEP’.
17.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4386 K’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘CARD OR CLIP HOLDER’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BEARINGS’.
11.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘END BRAKE COCK’.
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Repair ‘VEHICLE RECLASSIFY’.
11.05.1993 Repair ‘VEHICLE STENCILS’.
11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4386 K’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRAKE BLOCK RB95’.
07.07.1993 Repair ‘BRANCH PIPE’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘EMPTY LOAD VALVE’.
15.11.1993 Repair ‘GRADE CONTROL VALVE’.
15.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4387

Details: wagon ‘AQQY 4387 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 20.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD HS SF SV
Return to Service Date: 12.12.1996
Last Brake Cylinder: 31.08.1990
Last Lift: 20.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

13.10.1989 Repair ‘HANDRAILS END’.
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13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4387 T’

21.10.1989 Repair ‘BRAKE BLOCK RB95’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
22.12.1989 Repair ‘STEP’.
22.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4387 T’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Repair ‘STEP’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
18.02.1990 Repair ‘STEP’.
18.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
04.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘WHEEL SET’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.11.1990 Repair ‘BOGIE BEARINGS’.
05.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘END BRAKE COCK’.
17.04.1991 Repair ‘TRAIN PIPE (END)’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4387 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
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AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
26.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
26.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
03.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1991 Repair ‘BOGIE SPRING’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘EMPTY LOAD VALVE’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Repair ‘WHEEL SET’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE SPRING’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Repair ‘WHEEL SET’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4387 T’
18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
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02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BRAKE BLOCK RB95’.
02.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘HANDRAILS END’.
10.04.1992 Repair ‘TRAIN PIPE’.
10.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4387 T’
19.05.1992 Repair ‘HANDRAILS END’.
19.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4387 T’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BRAKE BLOCK RB95’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘VEHICLE STENCILS’.
02.11.1992 Repair ‘WHEEL SET’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4387 T’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘BRAKE PIN’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘VEHICLE RECLASSIFY’.
21.04.1993 Repair ‘VEHICLE STENCILS’.
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21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4387 T’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘STRIKING CASTING’.
21.06.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘END HOSE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4388

Details: wagon ‘AQQY 4388 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 26.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD HS SF SV
Return to Service Date: 30.01.1997
Last Brake Cylinder: 03.01.1990
Last Single Car Test: 03.11.1992
Last Lift: 19.04.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘COUPLER COMPLETE’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
25.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4388 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
16.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BRAKE PULL ROD’.
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14.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4388 F’

12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4388 F’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1991 Repair ‘BOGIE SPRING’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘WHEEL SET’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4388 F’
15.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘END BRAKE COCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘WHEEL SET’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘WHEEL SET’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
14.02.1992 Repair ‘TWIST LOCK’.
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14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4388 F’

20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘WHEEL SET’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘BRAKE PULL ROD’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1992 Repair ‘HANDRAILS’.
08.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4388 F’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘TWIST LOCK’.
30.12.1992 Repair ‘TWIST LOCK’.
30.12.1992 Repair ‘VEHICLE COMPLETE’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4388 F’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER COMPLETE’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Repair ‘VEHICLE RECLASSIFY’.
19.04.1993 Repair ‘VEHICLE STENCILS’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘TWIST LOCK’.
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10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4388 F’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4389

Details: wagon ‘AQQY 4389 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 27.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: AD SF SV
Return to Service Date: 24.02.1997
Due Triple Valve: 14.04.1997
Last Triple Valve: 07.11.1990
Last Brake Cylinder: 21.07.1992
Last Lift: 14.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
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18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4389 Y’
24.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Repair ‘TWIST LOCK’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Repair ‘WHEEL SET’.
13.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
04.08.1990 Repair ‘BRAKE BLOCK RB95’.
04.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘TWIST LOCK’.
18.09.1990 Repair ‘WHEEL SET’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
18.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
15.01.1991 Repair ‘BRAKE BLOCK RB95’.
15.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘VEHICLE COMPLETE’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘EMPTY LOAD VALVE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Repair ‘RELAY VALVE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRANCH PIPE’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1992 Repair ‘HANDRAILS END’.
10.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4389 Y’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4389 Y’
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘STEP’.
06.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4389 Y’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BRAKE BLOCK RB95’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘STEP’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1992 Repair ‘EMPTY LOAD VALVE’.
21.07.1992 Repair ‘GRADE CONTROL VALVE’.
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21.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4389 Y’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Repair ‘VEHICLE RECLASSIFY’.
25.06.1993 Repair ‘VEHICLE STENCILS’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4389 Y’
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘TWIST LOCK’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE SPRING’.
31.12.1993 Repair ‘BRAKE BLOCK RB95’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
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22.02.1997 Repair ‘VEHICLE COMPLETE’.
24.02.1997 Repair ‘VEHICLE COMPLETE’.

AQQY 4390

Details: wagon ‘AQQY 4390 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 03.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 30.11.1996
Last Triple Valve: 26.05.1993
Last Brake Cylinder: 31.05.1993
Last Single Car Test: 18.06.1993
Last Lift: 25.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘END COMPLETE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Repair ‘STEP’.
05.07.1989 Repair ‘TWIST LOCK’.
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05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1989 Repair ‘VEHICLE COMPLETE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4390 K’
18.11.1989 Repair ‘END HOSE’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4390 K’
18.12.1989 Repair ‘HANDRAILS END’.
18.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4390 K’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.10.1990 Repair ‘BOGIE BEARINGS’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1991 Repair ‘HANDRAILS END’.
06.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4390 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.05.1991 Repair ‘COUPLER KNUCKLE’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
14.10.1991 Repair ‘TWIST LOCK’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4390 K’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.05.1993 Repair ‘RELAY VALVE’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4390 K’
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31.05.1993 Repair ‘VEHICLE RECLASSIFY’.
31.05.1993 Repair ‘VEHICLE STENCILS’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4390 K’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘VEHICLE STENCILS’.
15.06.1993 Repair ‘WHEEL SET’.
17.06.1993 Repair ‘HANDRAILS END’.
18.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.09.1993 Repair ‘BRAKE LEVER’.
27.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
30.11.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4392

Details: wagon ‘AQQY 4392 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 28.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Return to Service Date: 12.03.1996
Due Triple Valve: 07.04.1989
Last Brake Cylinder: 04.08.1993
Last Single Car Test: 24.06.1993
Last Lift: 25.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
27.08.1989 Repair ‘HANDRAILS END’.
27.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4392 F’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.02.1990 Repair ‘HANDRAILS END’.
06.02.1990 Repair ‘TWIST LOCK’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
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26.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.04.1990 Repair ‘BRAKE LEVER’.
04.04.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Repair ‘SIDE SILL’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘WHEEL SET’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Repair ‘SIDE BEARER’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’

4051



2. TIMS GROUP INFORMATION - WAGONS

24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
15.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4392 F’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
17.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
10.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4392 F’
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4392 F’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARINGS’.
27.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4392 F’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘BOGIE COMPLETE’.
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27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4392 F’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARINGS’.
14.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘END SILL’.
14.10.1992 Repair ‘HANDRAILS END’.
14.10.1992 Repair ‘SIDE SILL’.
14.10.1992 Repair ‘STEP’.
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Repair ‘WHEEL SET’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘EMPTY LOAD VALVE’.
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26.05.1993 Repair ‘EMPTY LOAD VALVE’.
26.05.1993 Repair ‘GRADE CONTROL VALVE’.
26.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Repair ‘VEHICLE STENCILS’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4392 F’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘WHEEL SET’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
12.11.1993 Repair ‘TRAIN PIPE (END)’.
16.11.1993 Repair ‘END BRAKE COCK’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4393

Details: wagon ‘AQQY 4393 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
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Diagram Book Page No.: NS162/3
Date Built: 31.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD SF SV
Last Triple Valve: 09.03.1993
Last Brake Cylinder: 18.06.1990
Last Single Car Test: 09.03.1993
Last Lift: 17.01.1986
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
23.09.1989 Repair ‘STEP’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4393 Y’
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
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08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
19.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Repair ‘WHEEL SET’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BEARINGS’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
27.09.1990 Repair ‘STEP’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
01.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Repair ‘VEHICLE COMPLETE’.
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11.10.1990 Repair ‘WHEEL SET’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
05.12.1990 Repair ‘BOGIE BEARINGS’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BRAKE BLOCK RB95’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘VEHICLE STENCILS’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
23.09.1991 Repair ‘BRAKE BLOCK RB95’.
23.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
04.11.1991 Repair ‘TWIST LOCK’.
04.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
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29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
10.03.1992 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4393 Y’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE CONTROL PIPE’.
04.03.1993 Repair ‘BRAKE PULL ROD’.
04.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1993 Repair ‘END BRAKE COCK’.
04.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4393 Y’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Repair ‘VEHICLE STENCILS’.
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27.04.1993 Repair ‘WHEEL SET’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4393 Y’
29.04.1993 Repair ‘VEHICLE RECLASSIFY’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
29.04.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AQSY 4393 Y’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘EMPTY LOAD VALVE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘WHEEL SET’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.

AQQY 4398

Details: wagon ‘AQQY 4398 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Vehicle suitable for use on AN lines only on

gauge(s)shown‘
Diagram Book Page No.: NS162/3
Date Built: 10.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SF SV
Return to Service Date: 20.02.1997
Last Brake Cylinder: 15.01.1991
Last Single Car Test: 21.11.1989
Last Lift: 15.10.1985
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4398 N’
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1990 Repair ‘BRANCH PIPE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4398 N’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1990 Repair ‘BOGIE WEAR PLATES’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
03.05.1990 Repair ‘EMPTY LOAD VALVE’.
03.05.1990 Repair ‘GRADE CONTROL VALVE’.
03.05.1990 Repair ‘WHEEL SET’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
05.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4398 N’

28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4398 N’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1991 Repair ‘BRAKE LEVER’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
16.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘WHEEL SET’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1991 Repair ‘BOGIE SPRING’.
02.09.1991 Repair ‘BOGIE WEAR PLATES’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
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02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
12.10.1991 Repair ‘STEP’.
12.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4398 N’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘EMPTY LOAD VALVE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
24.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
08.11.1991 Repair ‘STEP’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4398 N’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘WHEEL SET’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘EMPTY LOAD VALVE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
25.02.1993 Alteration complete ‘RECLASSIFY 70 NO. ‘AQSY’ TO ‘AQQY‘. STENCIL

BOTH SIDES OF EACH WAGON- ‘NOT TO RUN OUTSIDE SOUTH AUSTRALIA’
‘PT. PIRIE TO ADELAIDE METRO TRAFFIC ONLY’ AQSY 70 NO. (RS4777)’. New
class: ‘AQQY’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE WEAR PLATES’.
17.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Repair ‘VEHICLE RECLASSIFY’.
17.06.1993 Repair ‘VEHICLE STENCILS’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4398 N’
28.09.1993 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1997 Repair ‘VEHICLE COMPLETE’.
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2.137 Wagon classification starting with ‘AQR’

AQRY 1938

Details: wagon ‘AQRY 1938 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-21
Date Built: 30.03.1967
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA SV
Return to Service Date: 31.01.1997
Due Triple Valve: 11.11.1988
Last Triple Valve: 21.11.1988
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 21.11.1988
Last Lift: 01.09.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

07.07.1989 Repair ‘HANDRAILS’.
07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
07.07.1989 Repair ‘STEP’.
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07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQEY 1938 Q’

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1938 Q’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

09.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Repair ‘ISOLATING COCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘VEHICLE STENCILS’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Repair ‘BRAKE CONTROL PIPE’.
15.08.1990 Repair ‘BRAKE LEVER’.
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15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
04.10.1990 Repair ‘BOGIE BEARINGS’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Repair ‘WHEEL SET’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
05.11.1990 Repair ‘BOGIE BEARINGS’.
05.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
22.11.1990 Repair ‘HANDBRAKE HANDLE’.
22.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1938 Q’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

13.03.1991 Repair ‘BOGIE BEARERS’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘HANDRAILS’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BEARERS’.
16.05.1991 Repair ‘BOGIE BOLSTER’.
16.05.1991 Repair ‘SIDE BEARER’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
30.05.1991 Repair ‘HANDRAILS’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1938 Q’
16.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
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HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1938 Q’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

08.02.1992 Repair ‘SIDE STEP’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1992 Repair ‘CENTRE SILL’.
17.03.1992 Repair ‘STEP’.
17.03.1992 Repair ‘TWIST LOCK’.
17.03.1992 Repair ‘TWIST LOCK’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1992 Repair ‘BRAKE BLOCK RB95’.
11.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.04.1992 Repair ‘EMPTY LOAD VALVE’.
11.04.1992 Repair ‘GRADE CONTROL VALVE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
29.04.1992 Repair ‘CENTRE SILL’.
29.04.1992 Repair ‘TRANSOM’.
29.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1938 Q’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
13.07.1992 Repair ‘TWIST LOCK’.
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13.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1938 Q’

05.08.1992 Repair ‘TWIST LOCK’.
05.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.08.1992 Repair ‘BRAKE PULL ROD’.
18.08.1992 Repair ‘HANDBRAKE HANDLE’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘SIDE BEARER’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘BRAKE PULL ROD’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘WHEEL SET’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
30.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.03.1993 Repair ‘BOGIE WEAR PLATES’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
02.03.1993 Alteration complete ‘FIT NEW 2-CM-46 MINER INSERTS AND PACK

WITH (1) STAINLESS STEEL AND (2) PLASTIC LINERS TO FIRM UP MINER
CAPS. (MATERIAL TO BE SUPPLIED BY P.K.) STAINLESS ONE END & PLASTIC
THE OTHER END OF WAGON. P. KUTZNER TO BE CALLED WHEN SETTING UP
WAGON. VEHICLE TO BE MONITORED UNDER THE SERVICE TEST (NO. 1015).
AQEY 1938. (RD0005)’.

08.03.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘AQEY’ 2-PACK CONTAINER FLAT
WAGONS TO ‘AQRY‘. STENCIL BOTH SIDES OF EACH WAGON - ‘ROADRAILER
USE ONLY’. (RS4781)’. New class: ‘AQRY’.

22.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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22.03.1993 Repair ‘HANDRAILS’.
22.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1938 Q’
24.04.1993 Repair ‘WHEEL SET’.
24.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BEARERS’.
12.05.1993 Repair ‘BOGIE BEARINGS’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘SIDE BEARER’.
12.05.1993 Repair ‘VEHICLE STENCILS’.
12.05.1993 Repair ‘WHEEL SET’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1938 Q’
21.05.1993 Repair ‘VEHICLE RECLASSIFY’.
21.05.1993 Repair ‘VEHICLE STENCILS’.
21.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1938 Q’
26.05.1993 Alteration complete ‘1. RECONDITION BOGIES AND REPLACE ALL

PEDESTAL FRICTION WEDGE WEAR PLATES BY HUCK BOLTING. 2.
COMPONENT PARTS FOR AQRY1938 ARE ON HAND AT BOGIE EXCHANGE,
REPAIR DEPOT, DRY CREEK. AQRY1938. (RD0010)’.

24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE COMPLETE’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
22.11.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.

AQRY 1945

Details: wagon ‘AQRY 1945 N’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-21
Date Built: 03.05.1967
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA SV
Return to Service Date: 08.02.1997
Last Triple Valve: 05.04.1989
Last Brake Cylinder: 12.04.1991
Last Single Car Test: 10.09.1992
Last Lift: 03.04.1985
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
01.08.1989 Repair ‘BOGIE BEARERS’.
01.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘TWIST LOCK’.
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01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
22.08.1989 Repair ‘HANDBRAKE HANDLE’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

31.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
15.12.1989 Repair ‘VEHICLE STENCILS’.
15.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1945 U’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1990 Repair ‘SIDE BEARER’.
25.01.1990 Repair ‘SIDE BEARER’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
03.03.1990 Repair ‘HANDRAILS’.
03.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1945 U’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
29.05.1990 Repair ‘VEHICLE STENCILS’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
11.07.1990 Repair ‘HANDBRAKE HANDLE’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1945 U’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
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ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

02.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘VEHICLE STENCILS’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
15.04.1991 Repair ‘WHEEL SET’.
15.04.1991 Repair ‘WHEEL SET’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

25.04.1991 Repair ‘BRAKE BLOCK RB95’.
25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
17.05.1991 Repair ‘BRAKE BLOCK RB95’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘HANDBRAKE HANDLE’.
27.05.1991 Repair ‘TRAIN PIPE’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1945 U’
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
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18.10.1991 Repair ‘BRAKE PULL ROD’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1991 Repair ‘TRAIN PIPE’.
18.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1945 U’
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BRAKE PULL ROD’.
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1945 U’
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
12.03.1992 Repair ‘CENTRE SILL’.
12.03.1992 Repair ‘TRANSOM’.
12.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1945 U’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1992 Repair ‘TRAIN PIPE (END)’.
23.04.1992 Repair ‘VEHICLE COMPLETE’.
23.04.1992 Repair ‘WHEEL SET’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1945 U’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘CENTRE SILL’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
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31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BEARINGS’.
31.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1992 Repair ‘BOGIE COMPLETE’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Repair ‘STEP’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1945 U’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
24.11.1992 Repair ‘HANDRAILS END’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1945 U’
08.03.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘AQEY’ 2-PACK CONTAINER FLAT

WAGONS TO ‘AQRY‘. STENCIL BOTH SIDES OF EACH WAGON - ‘ROADRAILER
USE ONLY’. (RS4781)’. New class: ‘AQRY’.

29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘VEHICLE RECLASSIFY’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1945 U’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BEARINGS’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘WHEEL SET’.
01.10.1993 Repair ‘END HOSE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.
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AQRY 1952

Details: wagon ‘AQRY 1952 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-21
Date Built: 14.07.1967
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA SV
Return to Service Date: 06.10.1995
Due Triple Valve: 01.04.1988
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 25.06.1993
Last Single Car Test: 30.05.1989
Last Lift: 25.08.1986
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

21.08.1989 Repair ‘HANDBRAKE HANDLE’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
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02.10.1989 Repair ‘SIDE BEARER CLEARANCE’.
02.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BEARERS’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
14.11.1989 Repair ‘BRAKE PULL ROD’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
07.02.1990 Alteration complete ‘FIT KEYSTONE HYDRAULIC DRAFT GEAR TO (1)

‘AQEY’ FOR ROADRAILER. AQEY 1952B. (RS4477)’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘COUPLER COMPLETE’.
12.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

09.11.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.11.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQEY 1952 B’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BOLSTER’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘BRAKE LEVER’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘COUPLER COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
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30.11.1990 Repair ‘BOGIE BEARINGS’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1952 B’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1952 B’
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE BEARERS’.
18.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘END HOSE’.
18.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1991 Repair ‘SIDE BEARER’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘VEHICLE STENCILS’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
21.02.1992 Alteration complete ‘REMOVE EXISTING ‘KEYSTONE’ HYDRAULIC

DRAFT GEAR AND REPLACE WITH UPGRADED ‘KEYSTONE’ MODEL E-15G
WITH VALVES. AQEY 1952. (RS4677)’.
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05.05.1992 Repair ‘CENTRE SILL’.
05.05.1992 Repair ‘TRANSOM’.
05.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1952 B’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘CENTRE SILL’.
22.05.1992 Repair ‘COUPLER KNUCKLE’.
22.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.05.1992 Repair ‘EMPTY LOAD VALVE’.
22.05.1992 Repair ‘GRADE CONTROL VALVE’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BEARERS’.
29.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1952 B’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BOLSTER’.
05.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.08.1992 Repair ‘BOGIE WEAR PLATES’.
05.08.1992 Repair ‘COUPLER KNUCKLE’.
05.08.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.08.1992 Repair ‘EMPTY LOAD VALVE’.
05.08.1992 Repair ‘GRADE CONTROL VALVE’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Repair ‘WHEEL SET’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
25.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1992 Repair ‘BRAKE LEVER’.
25.08.1992 Repair ‘BRAKE PULL ROD’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘RELAY VALVE’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1952 B’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1952 B’
08.03.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘AQEY’ 2-PACK CONTAINER FLAT
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WAGONS TO ‘AQRY‘. STENCIL BOTH SIDES OF EACH WAGON - ‘ROADRAILER
USE ONLY’. (RS4781)’. New class: ‘AQRY’.

16.03.1993 Repair ‘BRAKE BLOCK RB101’.
16.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1952 B’
21.04.1993 Repair ‘WEAR PLATES & SADDLES’.
21.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1952 B’
22.04.1993 Repair ‘WEAR PLATES & SADDLES’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1952 B’
12.05.1993 Repair ‘BRAKE BLOCK RB101’.
20.05.1993 Repair ‘VEHICLE RECLASSIFY’.
20.05.1993 Repair ‘VEHICLE STENCILS’.
20.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1952 B’
08.06.1993 Repair ‘END COMPLETE’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BEARERS’.
25.06.1993 Repair ‘BOGIE BOLSTER’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
25.06.1993 Repair ‘BOGIE SIDEFRAME’.
25.06.1993 Repair ‘BOGIE WEAR PLATES’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Repair ‘WHEEL SET’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1994 Repair ‘BRAKE BLOCK RB101’.
22.06.1994 Repair ‘BRAKE BLOCK RB101’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘BRAKE BLOCK RB101’.
14.02.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.

AQRY 1954

Details: wagon ‘AQRY 1954 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB F-21
Date Built: 09.07.1967
Operating System: AN
Intended Use: ROADRAILER
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WA SV
Return to Service Date: 24.01.1997
Last Triple Valve: 17.11.1988
Last Brake Cylinder: 04.01.1993
Last Single Car Test: 07.12.1990
Last Lift: 26.11.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
29.08.1989 Repair ‘HANDBRAKE HANDLE’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BEARERS’.
21.09.1989 Repair ‘BRAKE LEVER’.
21.09.1989 Repair ‘EMPTY LOAD VALVE’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘WHEEL SET’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
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17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M
650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON
ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

29.04.1990 Repair ‘BRAKE BLOCK RB95’.
29.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BRAKE BLOCK RB95’.
26.05.1990 Repair ‘BRAKE LEVER’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BOGIE COMPLETE’.
01.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1954 T’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

22.12.1990 Repair ‘BRAKE BLOCK RB95’.
22.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
24.02.1991 Repair ‘HANDRAILS’.
24.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1954 T’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

01.06.1991 Repair ‘BRAKE BLOCK RB95’.
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01.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1954 T’

26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Repair ‘WHEEL SET’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.02.1992 Repair ‘TRAIN PIPE (END)’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
23.03.1992 Repair ‘TWIST LOCK’.
23.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘CARD OR CLIP HOLDER’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘HANDRAILS’.
25.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1954 T’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
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06.08.1992 Repair ‘BRAKE PULL ROD’.
06.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1954 T’
30.08.1992 Repair ‘TWIST LOCK’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘CENTRE SILL’.
24.09.1992 Repair ‘TRANSOM’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘BRAKE PULL ROD’.
04.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘HANDRAILS’.
15.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
25.02.1993 Repair ‘CENTRE SILL’.
25.02.1993 Repair ‘TRANSOM’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
08.03.1993 Alteration complete ‘RECLASSIFY 4 NO. ‘AQEY’ 2-PACK CONTAINER FLAT

WAGONS TO ‘AQRY‘. STENCIL BOTH SIDES OF EACH WAGON - ‘ROADRAILER
USE ONLY’. (RS4781)’. New class: ‘AQRY’.

16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1954 T’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.04.1993 Repair ‘BRAKE BLOCK RB95’.
23.04.1993 Repair ‘BRAKE PIN’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1954 T’
27.05.1993 Repair ‘VEHICLE RECLASSIFY’.
27.05.1993 Repair ‘VEHICLE STENCILS’.
27.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1954 T’
19.07.1993 Repair ‘END HOSE’.
11.08.1993 Repair ‘BRAKE BLOCK RB101’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
21.09.1993 Repair ‘BOGIE BEARINGS’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1993 Repair ‘HANDBRAKE HANDLE’.
29.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Repair ‘YOKE COMPLETE’.
07.12.1994 Repair ‘BOGIE SPRING’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AQRY 3266

29.02.1988 Reclassified from wagon ‘AQRY 3266 B’ to ’ wagon ‘QM 12 A’.

AQRY 3269

23.04.1987 Reclassified from wagon ‘AQRY 3269 F’ to ’ wagon ‘QM 14 S’.
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AQRY 3271

15.05.1987 Reclassified from wagon ‘AQRY 3271 K’ to ’ wagon ‘QM 11 Y’.

AQRY 3273

26.05.1987 Reclassified from wagon ‘AQRY 3273 F’ to ’ wagon ‘QM 15 E’.

2.138 Wagon classification starting with ‘AQS’

AQSY 2017

04.06.1994 Reclassified from wagon ‘AQSY 2017 W’ to ’ wagon ‘RQKY 2017 P’.

AQSY 2018

30.05.1994 Reclassified from wagon ‘AQSY 2018 X’ to ’ wagon ‘RQKY 2018 B’.

AQSY 2019

06.07.1994 Reclassified from wagon ‘AQSY 2019 R’ to ’ wagon ‘RQKY 2019 K’.

AQSY 2021

03.05.1994 Reclassified from wagon ‘AQSY 2021 W’ to ’ wagon ‘RQKY 2021 P’.

AQSY 2022

17.04.1994 Reclassified from wagon ‘AQSY 2022 X’ to ’ wagon ‘RQKY 2022 B’.

AQSY 2023

13.06.1994 Reclassified from wagon ‘AQSY 2023 R’ to ’ wagon ‘RQKY 2023 K’.

AQSY 2024

06.08.1994 Reclassified from wagon ‘AQSY 2024 D’ to ’ wagon ‘RQKY 2024 T’.

AQSY 2026

15.05.1994 Reclassified from wagon ‘AQSY 2026 V’ to ’ wagon ‘RQKY 2026 Y’.

AQSY 2027

10.05.1994 Reclassified from wagon ‘AQSY 2027 H’ to ’ wagon ‘RQKY 2027 A’.

AQSY 2028

30.06.1994 Reclassified from wagon ‘AQSY 2028 Q’ to ’ wagon ‘RQKY 2028 J’.
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AQSY 2029

06.07.1994 Reclassified from wagon ‘AQSY 2029 C’ to ’ wagon ‘RQKY 2029 S’.

AQSY 2030

28.05.1994 Reclassified from wagon ‘AQSY 2030 V’ to ’ wagon ‘RQKY 2030 Y’.

AQSY 2031

06.07.1994 Reclassified from wagon ‘AQSY 2031 H’ to ’ wagon ‘RQKY 2031 A’.

AQSY 2032

08.12.1989 Reclassified from wagon ‘AQSY 2032 Q’ to ’ wagon ‘AZFA 2032 Y’.

AQSY 2033

09.08.1994 Reclassified from wagon ‘AQSY 2033 C’ to ’ wagon ‘RQKY 2033 S’.

AQSY 2034

26.05.1994 Reclassified from wagon ‘AQSY 2034 L’ to ’ wagon ‘RQKY 2034 E’.

AQSY 2035

28.05.1994 Reclassified from wagon ‘AQSY 2035 U’ to ’ wagon ‘RQKY 2035 N’.

AQSY 2036

08.07.1994 Reclassified from wagon ‘AQSY 2036 G’ to ’ wagon ‘RQKY 2036 W’.

AQSY 2041

19.04.1994 Reclassified from wagon ‘AQSY 2041 P’ to ’ wagon ‘RQKY 2041 X’.

AQSY 2042

17.04.1994 Reclassified from wagon ‘AQSY 2042 B’ to ’ wagon ‘RQKY 2042 R’.

AQSY 2043

29.04.1994 Reclassified from wagon ‘AQSY 2043 K’ to ’ wagon ‘RQKY 2043 D’.

AQSY 2044

15.05.1994 Reclassified from wagon ‘AQSY 2044 T’ to ’ wagon ‘RQKY 2044 M’.

AQSY 2045

29.05.1994 Reclassified from wagon ‘AQSY 2045 F’ to ’ wagon ‘RQKY 2045 V’.

4086



2.138. Wagon classification starting with ‘AQS’

AQSY 2046

25.04.1994 Reclassified from wagon ‘AQSY 2046 Y’ to ’ wagon ‘RQKY 2046 H’.

AQSY 2047

11.06.1994 Reclassified from wagon ‘AQSY 2047 A’ to ’ wagon ‘RQKY 2047 Q’.

AQSY 2048

10.06.1994 Reclassified from wagon ‘AQSY 2048 J’ to ’ wagon ‘RQKY 2048 C’.

AQSY 2049

25.05.1994 Reclassified from wagon ‘AQSY 2049 S’ to ’ wagon ‘RQKY 2049 L’.

AQSY 2050

18.06.1994 Reclassified from wagon ‘AQSY 2050 Y’ to ’ wagon ‘RQKY 2050 H’.

AQSY 2051

15.06.1994 Reclassified from wagon ‘AQSY 2051 A’ to ’ wagon ‘RQKY 2051 Q’.

AQSY 2052

16.05.1994 Reclassified from wagon ‘AQSY 2052 J’ to ’ wagon ‘RQKY 2052 C’.

AQSY 2053

29.07.1994 Reclassified from wagon ‘AQSY 2053 S’ to ’ wagon ‘RQKY 2053 L’.

AQSY 2054

22.06.1994 Reclassified from wagon ‘AQSY 2054 E’ to ’ wagon ‘RQKY 2054 U’.

AQSY 2058

30.05.1994 Reclassified from wagon ‘AQSY 2058 R’ to ’ wagon ‘RQKY 2058 K’.

AQSY 2059

18.06.1994 Reclassified from wagon ‘AQSY 2059 D’ to ’ wagon ‘RQKY 2059 T’.

AQSY 2061

22.09.1994 Reclassified from wagon ‘AQSY 2061 X’ to ’ wagon ‘RQKY 2061 B’.

AQSY 2062

22.05.1994 Reclassified from wagon ‘AQSY 2062 R’ to ’ wagon ‘RQKY 2062 K’.
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AQSY 2063

18.06.1994 Reclassified from wagon ‘AQSY 2063 D’ to ’ wagon ‘RQKY 2063 T’.

AQSY 2064

12.05.1994 Reclassified from wagon ‘AQSY 2064 M’ to ’ wagon ‘RQKY 2064 F’.

AQSY 2065

04.06.1994 Reclassified from wagon ‘AQSY 2065 V’ to ’ wagon ‘RQKY 2065 Y’.

AQSY 2066

12.06.1994 Reclassified from wagon ‘AQSY 2066 H’ to ’ wagon ‘RQKY 2066 A’.

AQSY 2068

15.05.1994 Reclassified from wagon ‘AQSY 2068 C’ to ’ wagon ‘RQKY 2068 S’.

AQSY 2069

06.05.1994 Reclassified from wagon ‘AQSY 2069 L’ to ’ wagon ‘RQKY 2069 E’.

AQSY 2070

12.06.1994 Reclassified from wagon ‘AQSY 2070 H’ to ’ wagon ‘RQKY 2070 A’.

AQSY 2071

11.06.1994 Reclassified from wagon ‘AQSY 2071 Q’ to ’ wagon ‘RQKY 2071 J’.

AQSY 2073

29.05.1994 Reclassified from wagon ‘AQSY 2073 L’ to ’ wagon ‘RQKY 2073 E’.

AQSY 2075

29.05.1994 Reclassified from wagon ‘AQSY 2075 G’ to ’ wagon ‘RQKY 2075 W’.

AQSY 2339

10.10.1994 Reclassified from wagon ‘AQSY 2339 X’ to ’ wagon ‘RQKY 2339 B’.

AQSY 2342

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

13.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2342 Y’
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14.12.1989 Repair ‘STEP’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2342 Y’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘STEP’.
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2342 Y’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
26.03.1990 Repair ‘STEP’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2342 Y’
23.04.1990 Repair ‘BRAKE BLOCK RB95’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2342 Y’
11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE BLOCK RB95’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2342 Y’
08.07.1990 Repair ‘HANDRAILS END’.
08.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘CARD OR CLIP HOLDER’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘STEP’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1990 Repair ‘WHEEL SET’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BEARINGS’.
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Repair ‘DRAFT GEAR POCKET’.
14.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1990 Repair ‘END HOSE’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘WHEEL SET’.
14.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘WHEEL SET’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
14.09.1991 Repair ‘HANDRAILS’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘EMPTY LOAD VALVE’.
04.10.1991 Repair ‘GRADE CONTROL VALVE’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
15.11.1991 Repair ‘BRAKE BLOCK RB95’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE LEVER’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
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24.04.1992 Repair ‘WHEEL SET’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BRANCH PIPE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘WHEEL SET’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
17.02.1993 Repair ‘STEP’.
17.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2342 Y’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1993 Repair ‘BRAKE PULL ROD’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘END BRAKE COCK’.
25.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1993 Repair ‘TWIST LOCK’.
25.03.1993 Repair ‘TWIST LOCK’.
25.03.1993 Repair ‘TWIST LOCK’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
13.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2342 Y’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BOGIE BEARERS’.
10.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1994 Repair ‘END HOSE’.
10.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1994 Repair ‘SIDE BEARER’.
10.03.1994 Repair ‘TRAIN PIPE’.
11.03.1994 Repair ‘VEHICLE RECLASSIFY’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2342 Y’
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
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25.08.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Reclassified from wagon ‘AQSY 2342 W’ to ’ wagon ‘RQKY 2342 P’.

AQSY 2344

19.05.1994 Reclassified from wagon ‘AQSY 2344 R’ to ’ wagon ‘RQKY 2344 K’.

AQSY 2352

10.10.1994 Reclassified from wagon ‘AQSY 2352 H’ to ’ wagon ‘RQKY 2352 A’.

AQSY 2361

15.05.1994 Reclassified from wagon ‘AQSY 2361 G’ to ’ wagon ‘RQKY 2361 W’.

AQSY 2364

10.09.1994 Reclassified from wagon ‘AQSY 2364 K’ to ’ wagon ‘RQKY 2364 D’.

AQSY 2365

19.04.1994 Reclassified from wagon ‘AQSY 2365 T’ to ’ wagon ‘RQKY 2365 M’.

AQSY 2366

30.06.1994 Reclassified from wagon ‘AQSY 2366 F’ to ’ wagon ‘RQKY 2366 V’.

AQSY 2367

18.06.1994 Reclassified from wagon ‘AQSY 2367 Y’ to ’ wagon ‘RQKY 2367 H’.

AQSY 2368

12.05.1994 Reclassified from wagon ‘AQSY 2368 A’ to ’ wagon ‘RQKY 2368 Q’.

AQSY 2369

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
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31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMX 2369 K’
07.12.1989 Repair ‘END HOSE’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMX 2369 K’
25.02.1990 Repair ‘HANDRAILS’.
25.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMX 2369 K’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMX 2369 K’
05.02.1991 Repair ‘BOGIE COMPLETE’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Repair ‘VEHICLE STENCILS’.
05.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMX 2369 K’
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMX 2369 K’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.10.1991 Repair ‘HANDRAILS’.
15.10.1991 Repair ‘HANDRAILS END’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BEARERS’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘END COMPLETE’.
16.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMX 2369 K’
25.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AQSY 2371

16.05.1994 Reclassified from wagon ‘AQSY 2371 Y’ to ’ wagon ‘RQKY 2371 H’.

AQSY 2372

04.06.1994 Reclassified from wagon ‘AQSY 2372 A’ to ’ wagon ‘RQKY 2372 Q’.
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AQSY 2373

15.05.1994 Reclassified from wagon ‘AQSY 2373 J’ to ’ wagon ‘RQKY 2373 C’.

AQSY 2375

12.05.1994 Reclassified from wagon ‘AQSY 2375 E’ to ’ wagon ‘RQKY 2375 U’.

AQSY 2378

04.06.1994 Reclassified from wagon ‘AQSY 2378 X’ to ’ wagon ‘RQKY 2378 B’.

AQSY 2379

17.04.1994 Reclassified from wagon ‘AQSY 2379 R’ to ’ wagon ‘RQKY 2379 K’.

AQSY 2380

06.06.1994 Reclassified from wagon ‘AQSY 2380 N’ to ’ wagon ‘RQKY 2380 G’.

AQSY 2381

11.06.1994 Reclassified from wagon ‘AQSY 2381 W’ to ’ wagon ‘RQKY 2381 P’.

AQSY 2382

06.06.1994 Reclassified from wagon ‘AQSY 2382 X’ to ’ wagon ‘RQKY 2382 B’.

AQSY 2383

09.06.1994 Reclassified from wagon ‘AQSY 2383 R’ to ’ wagon ‘RQKY 2383 K’.

AQSY 2385

03.05.1994 Reclassified from wagon ‘AQSY 2385 M’ to ’ wagon ‘RQKY 2385 F’.

AQSY 2637

03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE PULL ROD’.
03.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1991 Repair ‘TWIST LOCK’.
21.01.1992 Repair ‘TWIST LOCK’.
24.02.1992 Repair ‘STEP’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘VEHICLE STENCILS’.
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AQSY 2691

29.11.1994 Reclassified from wagon ‘AQSY 2691 F’ to ’ wagon ‘RQKY 2691 V’.

AQSY 2702

23.08.1994 Reclassified from wagon ‘AQSY 2702 S’ to ’ wagon ‘RQKY 2702 L’.

AQSY 2703

06.07.1994 Reclassified from wagon ‘AQSY 2703 E’ to ’ wagon ‘RQKY 2703 U’.

AQSY 2705

29.07.1994 Reclassified from wagon ‘AQSY 2705 W’ to ’ wagon ‘RQKY 2705 P’.

AQSY 2722

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
25.07.1989 Repair ‘GRADE CONTROL VALVE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘WHEEL SET’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
07.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1989 Repair ‘BRAKE BLOCK RB95’.
07.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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07.10.1989 Repair ‘COUPLER KNUCKLE’.
07.10.1989 Repair ‘TWIST LOCK’.
07.10.1989 Repair ‘TWIST LOCK’.
07.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
29.10.1989 Repair ‘HANDRAILS END’.
29.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2722 D’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘WHEEL SET’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Repair ‘TWIST LOCK’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
21.07.1990 Repair ‘HANDRAILS’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Repair ‘GRADE CONTROL VALVE’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘WHEEL SET’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘EMPTY LOAD VALVE’.
11.12.1990 Repair ‘GRADE CONTROL VALVE’.
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
14.12.1990 Repair ‘BOGIE BEARINGS’.
14.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2722 D’
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10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘HANDRAILS’.
10.05.1991 Repair ‘HANDRAILS END’.
10.05.1991 Repair ‘TRAIN PIPE (END)’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2722 D’
23.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘EMPTY LOAD VALVE’.
03.07.1991 Repair ‘GRADE CONTROL VALVE’.
03.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.11.1991 Repair ‘BOGIE COMPLETE’.
01.11.1991 Repair ‘VEHICLE COMPLETE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2722 D’
27.03.1992 Repair ‘HANDRAILS’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘STEP’.
08.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2722 D’
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2722 D’
14.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1992 Repair ‘BRAKE LEVER’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2722 D’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘TWIST LOCK’.
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22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
17.03.1993 Repair ‘END BRAKE COCK’.
17.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
13.05.1993 Repair ‘HANDRAILS END’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
23.05.1993 Repair ‘TWIST LOCK’.
23.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
31.05.1993 Repair ‘BOGIE BEARINGS’.
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2722 D’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2722 D’
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BRAKE BLOCK RB95’.
02.05.1994 Repair ‘COUPLER KNUCKLE’.
02.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMP 2722 D’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Reclassified from wagon ‘AQSY 2722 L’ to ’ wagon ‘RQKY 2722 E’.

AQSY 2733

27.07.1994 Reclassified from wagon ‘AQSY 2733 F’ to ’ wagon ‘RQKY 2733 V’.

AQSY 2734

28.04.1994 Reclassified from wagon ‘AQSY 2734 Y’ to ’ wagon ‘RQKY 2734 H’.

AQSY 2735

04.06.1994 Reclassified from wagon ‘AQSY 2735 A’ to ’ wagon ‘RQKY 2735 Q’.
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AQSY 2736

15.05.1994 Reclassified from wagon ‘AQSY 2736 J’ to ’ wagon ‘RQKY 2736 C’.

AQSY 2737

24.05.1994 Reclassified from wagon ‘AQSY 2737 S’ to ’ wagon ‘RQKY 2737 L’.

AQSY 2738

05.05.1994 Reclassified from wagon ‘AQSY 2738 E’ to ’ wagon ‘RQKY 2738 U’.

AQSY 2739

17.04.1994 Reclassified from wagon ‘AQSY 2739 N’ to ’ wagon ‘RQKY 2739 G’.

AQSY 2740

30.04.1994 Reclassified from wagon ‘AQSY 2740 J’ to ’ wagon ‘RQKY 2740 C’.

AQSY 2741

29.05.1994 Reclassified from wagon ‘AQSY 2741 S’ to ’ wagon ‘RQKY 2741 L’.

AQSY 2742

28.07.1994 Reclassified from wagon ‘AQSY 2742 E’ to ’ wagon ‘RQKY 2742 U’.

AQSY 2744

16.05.1994 Reclassified from wagon ‘AQSY 2744 W’ to ’ wagon ‘RQKY 2744 P’.

AQSY 2745

12.07.1994 Reclassified from wagon ‘AQSY 2745 X’ to ’ wagon ‘RQKY 2745 B’.

AQSY 2746

20.08.1994 Reclassified from wagon ‘AQSY 2746 R’ to ’ wagon ‘RQKY 2746 K’.

AQSY 2747

19.09.1994 Reclassified from wagon ‘AQSY 2747 D’ to ’ wagon ‘RQKY 2747 T’.

AQSY 2748

29.05.1994 Reclassified from wagon ‘AQSY 2748 M’ to ’ wagon ‘RQKY 2748 F’.

AQSY 2753

29.04.1994 Reclassified from wagon ‘AQSY 2753 V’ to ’ wagon ‘RQKY 2753 Y’.
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AQSY 2754

20.05.1994 Reclassified from wagon ‘AQSY 2754 H’ to ’ wagon ‘RQKY 2754 A’.

AQSY 2756

11.06.1994 Reclassified from wagon ‘AQSY 2756 C’ to ’ wagon ‘RQKY 2756 S’.

AQSY 2758

19.06.1994 Reclassified from wagon ‘AQSY 2758 U’ to ’ wagon ‘RQKY 2758 N’.

AQSY 2760

11.06.1994 Reclassified from wagon ‘AQSY 2760 C’ to ’ wagon ‘RQKY 2760 S’.

AQSY 2761

12.05.1994 Reclassified from wagon ‘AQSY 2761 L’ to ’ wagon ‘RQKY 2761 E’.

AQSY 2762

30.05.1994 Reclassified from wagon ‘AQSY 2762 U’ to ’ wagon ‘RQKY 2762 N’.

AQSY 2764

03.06.1994 Reclassified from wagon ‘AQSY 2764 P’ to ’ wagon ‘RQKY 2764 X’.

AQSY 2766

13.06.1994 Reclassified from wagon ‘AQSY 2766 K’ to ’ wagon ‘RQKY 2766 D’.

AQSY 2767

29.05.1994 Reclassified from wagon ‘AQSY 2767 T’ to ’ wagon ‘RQKY 2767 M’.

AQSY 2768

04.06.1994 Reclassified from wagon ‘AQSY 2768 F’ to ’ wagon ‘RQKY 2768 V’.

AQSY 2770

12.06.1994 Reclassified from wagon ‘AQSY 2770 K’ to ’ wagon ‘RQKY 2770 D’.

AQSY 2771

30.06.1994 Reclassified from wagon ‘AQSY 2771 T’ to ’ wagon ‘RQKY 2771 M’.

AQSY 2773

09.05.1994 Reclassified from wagon ‘AQSY 2773 Y’ to ’ wagon ‘RQKY 2773 H’.
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AQSY 2774

17.06.1994 Reclassified from wagon ‘AQSY 2774 A’ to ’ wagon ‘RQKY 2774 Q’.

AQSY 2776

14.04.1994 Reclassified from wagon ‘AQSY 2776 S’ to ’ wagon ‘RQKY 2776 L’.

AQSY 2777

10.05.1994 Reclassified from wagon ‘AQSY 2777 E’ to ’ wagon ‘RQKY 2777 U’.

AQSY 2778

04.06.1994 Reclassified from wagon ‘AQSY 2778 N’ to ’ wagon ‘RQKY 2778 G’.

AQSY 2779

04.05.1994 Reclassified from wagon ‘AQSY 2779 W’ to ’ wagon ‘RQKY 2779 P’.

AQSY 2780

30.05.1994 Reclassified from wagon ‘AQSY 2780 S’ to ’ wagon ‘RQKY 2780 L’.

AQSY 2781

22.04.1994 Reclassified from wagon ‘AQSY 2781 E’ to ’ wagon ‘RQKY 2781 U’.

AQSY 2784

11.05.1994 Reclassified from wagon ‘AQSY 2784 X’ to ’ wagon ‘RQKY 2784 B’.

AQSY 2785

20.05.1994 Reclassified from wagon ‘AQSY 2785 R’ to ’ wagon ‘RQKY 2785 K’.

AQSY 2787

27.04.1994 Reclassified from wagon ‘AQSY 2787 M’ to ’ wagon ‘RQKY 2787 F’.

AQSY 3038

04.09.1994 Reclassified from wagon ‘AQSY 3038 H’ to ’ wagon ‘RQKY 3038 A’.

AQSY 3039

29.04.1994 Reclassified from wagon ‘AQSY 3039 Q’ to ’ wagon ‘RQKY 3039 J’.

AQSY 3041

04.06.1994 Reclassified from wagon ‘AQSY 3041 V’ to ’ wagon ‘RQKY 3041 Y’.
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AQSY 3042

13.05.1994 Reclassified from wagon ‘AQSY 3042 H’ to ’ wagon ‘RQKY 3042 A’.

AQSY 3043

15.05.1994 Reclassified from wagon ‘AQSY 3043 Q’ to ’ wagon ‘RQKY 3043 J’.

AQSY 3044

17.04.1994 Reclassified from wagon ‘AQSY 3044 C’ to ’ wagon ‘RQKY 3044 S’.

AQSY 3046

16.05.1994 Reclassified from wagon ‘AQSY 3046 U’ to ’ wagon ‘RQKY 3046 N’.

AQSY 3049

30.04.1994 Reclassified from wagon ‘AQSY 3049 B’ to ’ wagon ‘RQKY 3049 R’.

AQSY 3053

18.05.1994 Reclassified from wagon ‘AQSY 3053 B’ to ’ wagon ‘RQKY 3053 R’.

AQSY 3054

18.06.1994 Reclassified from wagon ‘AQSY 3054 K’ to ’ wagon ‘RQKY 3054 D’.

AQSY 3057

04.06.1994 Reclassified from wagon ‘AQSY 3057 Y’ to ’ wagon ‘RQKY 3057 H’.

AQSY 3060

28.04.1994 Reclassified from wagon ‘AQSY 3060 F’ to ’ wagon ‘RQKY 3060 V’.

AQSY 3061

18.09.1994 Reclassified from wagon ‘AQSY 3061 Y’ to ’ wagon ‘RQKY 3061 H’.

AQSY 3062

28.06.1994 Reclassified from wagon ‘AQSY 3062 A’ to ’ wagon ‘RQKY 3062 Q’.

AQSY 3063

06.07.1994 Reclassified from wagon ‘AQSY 3063 J’ to ’ wagon ‘RQKY 3063 C’.

AQSY 3066

18.07.1994 Reclassified from wagon ‘AQSY 3066 N’ to ’ wagon ‘RQKY 3066 G’.
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AQSY 3067

15.05.1994 Reclassified from wagon ‘AQSY 3067 W’ to ’ wagon ‘RQKY 3067 P’.

AQSY 3068

28.04.1994 Reclassified from wagon ‘AQSY 3068 X’ to ’ wagon ‘RQKY 3068 B’.

AQSY 3070

22.04.1994 Reclassified from wagon ‘AQSY 3070 N’ to ’ wagon ‘RQKY 3070 G’.

AQSY 3071

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.09.1989 Repair ‘HANDRAILS END’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AQSY 3072

26.05.1994 Reclassified from wagon ‘AQSY 3072 X’ to ’ wagon ‘RQKY 3072 B’.

AQSY 3073

17.05.1994 Reclassified from wagon ‘AQSY 3073 R’ to ’ wagon ‘RQKY 3073 K’.

AQSY 3074

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘STANCHION’.
16.09.1989 Repair ‘TWIST LOCK’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE RETARE’.
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16.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMX 3074 E’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.05.1990 Repair ‘BRANCH PIPE’.
23.05.1990 Repair ‘COUPLER KNUCKLE’.
23.05.1990 Repair ‘EMPTY LOAD VALVE’.
23.05.1990 Repair ‘GRADE CONTROL VALVE’.
23.05.1990 Repair ‘HANDRAILS END’.
23.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMX 3074 E’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘CARD OR CLIP HOLDER’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMX 3074 E’
19.02.1991 Repair ‘STEP’.
19.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMX 3074 E’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

18.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMX 3074 E’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE BEARERS’.
11.09.1991 Repair ‘BOGIE BEARERS’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘END COMPLETE’.
11.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1991 Repair ‘HANDRAILS’.
11.09.1991 Repair ‘HANDRAILS END’.
11.09.1991 Repair ‘VEHICLE RECLASSIFY’.
11.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.09.1991 Repair ‘WHEEL SET’.
11.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMX 3074 E’
01.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Repair ‘TWIST LOCK’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
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22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘STEP’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AQSY 3075

27.04.1994 Reclassified from wagon ‘AQSY 3075 M’ to ’ wagon ‘RQKY 3075 F’.

AQSY 3076

20.05.1994 Reclassified from wagon ‘AQSY 3076 V’ to ’ wagon ‘RQKY 3076 Y’.

AQSY 3077

11.06.1994 Reclassified from wagon ‘AQSY 3077 H’ to ’ wagon ‘RQKY 3077 A’.

AQSY 3078

15.05.1994 Reclassified from wagon ‘AQSY 3078 Q’ to ’ wagon ‘RQKY 3078 J’.

AQSY 3080

12.06.1994 Reclassified from wagon ‘AQSY 3080 V’ to ’ wagon ‘RQKY 3080 Y’.

AQSY 3081

13.06.1994 Reclassified from wagon ‘AQSY 3081 H’ to ’ wagon ‘RQKY 3081 A’.

AQSY 3083

04.06.1994 Reclassified from wagon ‘AQSY 3083 C’ to ’ wagon ‘RQKY 3083 S’.

AQSY 3085

15.05.1994 Reclassified from wagon ‘AQSY 3085 U’ to ’ wagon ‘RQKY 3085 N’.

AQSY 3086

26.07.1994 Reclassified from wagon ‘AQSY 3086 G’ to ’ wagon ‘RQKY 3086 W’.

AQSY 3087

02.05.1994 Reclassified from wagon ‘AQSY 3087 P’ to ’ wagon ‘RQKY 3087 X’.

AQSY 4200

13.06.1994 Reclassified from wagon ‘AQSY 4200 A’ to ’ wagon ‘RQKY 4200 Q’.
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AQSY 4201

09.05.1994 Reclassified from wagon ‘AQSY 4201 J’ to ’ wagon ‘RQKY 4201 C’.

AQSY 4203

30.05.1994 Reclassified from wagon ‘AQSY 4203 E’ to ’ wagon ‘RQKY 4203 U’.

AQSY 4204

21.04.1993 Reclassified from wagon ‘AQSY 4204 N’ to ’ wagon ‘AQQY 4204 H’.

AQSY 4205

04.05.1994 Reclassified from wagon ‘AQSY 4205 W’ to ’ wagon ‘RQKY 4205 P’.

AQSY 4206

30.04.1993 Reclassified from wagon ‘AQSY 4206 X’ to ’ wagon ‘AQQY 4206 C’.

AQSY 4210

26.08.1994 Reclassified from wagon ‘AQSY 4210 X’ to ’ wagon ‘RQKY 4210 B’.

AQSY 4211

02.05.1994 Reclassified from wagon ‘AQSY 4211 R’ to ’ wagon ‘RQKY 4211 K’.

AQSY 4213

01.07.1994 Reclassified from wagon ‘AQSY 4213 M’ to ’ wagon ‘RQKY 4213 F’.

AQSY 4214

17.04.1994 Reclassified from wagon ‘AQSY 4214 V’ to ’ wagon ‘RQKY 4214 Y’.

AQSY 4215

06.07.1994 Reclassified from wagon ‘AQSY 4215 H’ to ’ wagon ‘RQKY 4215 A’.

AQSY 4216

30.05.1994 Reclassified from wagon ‘AQSY 4216 Q’ to ’ wagon ‘RQKY 4216 J’.

AQSY 4218

16.07.1993 Reclassified from wagon ‘AQSY 4218 L’ to ’ wagon ‘AQQY 4218 F’.

AQSY 4219

04.11.1993 Reclassified from wagon ‘AQSY 4219 U’ to ’ wagon ‘AQQY 4219 Y’.
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AQSY 4220

30.05.1994 Reclassified from wagon ‘AQSY 4220 Q’ to ’ wagon ‘RQKY 4220 J’.

AQSY 4221

08.06.1993 Reclassified from wagon ‘AQSY 4221 C’ to ’ wagon ‘AQQY 4221 T’.

AQSY 4222

07.05.1993 Reclassified from wagon ‘AQSY 4222 L’ to ’ wagon ‘AQQY 4222 F’.

AQSY 4224

02.05.1994 Reclassified from wagon ‘AQSY 4224 G’ to ’ wagon ‘RQKY 4224 W’.

AQSY 4225

23.06.1993 Reclassified from wagon ‘AQSY 4225 P’ to ’ wagon ‘AQQY 4225 J’.

AQSY 4226

10.08.1993 Reclassified from wagon ‘AQSY 4226 B’ to ’ wagon ‘AQQY 4226 S’.

AQSY 4228

11.06.1994 Reclassified from wagon ‘AQSY 4228 T’ to ’ wagon ‘RQKY 4228 M’.

AQSY 4230

02.06.1993 Reclassified from wagon ‘AQSY 4230 B’ to ’ wagon ‘AQQY 4230 S’.

AQSY 4232

21.05.1993 Reclassified from wagon ‘AQSY 4232 T’ to ’ wagon ‘AQQY 4232 N’.

AQSY 4233

05.07.1993 Reclassified from wagon ‘AQSY 4233 F’ to ’ wagon ‘AQQY 4233 W’.

AQSY 4234

20.06.1994 Reclassified from wagon ‘AQSY 4234 Y’ to ’ wagon ‘RQKY 4234 H’.

AQSY 4235

10.06.1993 Reclassified from wagon ‘AQSY 4235 A’ to ’ wagon ‘AQQY 4235 R’.

4107



2. TIMS GROUP INFORMATION - WAGONS

AQSY 4237

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.09.1989 Repair ‘END BRAKE COCK’.
06.09.1989 Repair ‘END HOSE’.
06.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMX 4237 T’
22.12.1989 Repair ‘HANDRAILS END’.
22.12.1989 Repair ‘STEP’.
22.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMX 4237 T’
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMX 4237 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.12.1990 Repair ‘HANDRAILS’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMX 4237 T’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘SIDE BEARER’.
15.05.1991 Repair ‘VEHICLE RECLASSIFY’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMX 4237 T’
30.07.1991 Repair ‘STEP’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.09.1991 Repair ‘EMPTY LOAD VALVE’.
21.09.1991 Repair ‘GRADE CONTROL VALVE’.
21.09.1991 Repair ‘STANCHION’.
21.09.1991 Repair ‘VEHICLE RETARE’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1991 Repair ‘TWIST LOCK’.
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16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘WHEEL SET’.
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘TWIST LOCK’.
24.11.1991 Repair ‘TWIST LOCK’.
20.12.1991 Repair ‘STEP’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘EMPTY LOAD VALVE’.
07.01.1992 Repair ‘GRADE CONTROL VALVE’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘TWIST LOCK’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘HANDRAILS END’.
12.03.1992 Repair ‘VEHICLE COMPLETE’.
12.03.1992 Repair ‘WHEEL SET’.
21.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRAKE BLOCK RB95’.
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘COUPLER KNUCKLE’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
23.08.1993 Repair ‘TWIST LOCK’.
10.09.1993 Repair ‘VEHICLE COMPLETE’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘WEAR PLATES & SADDLES’.
14.12.1993 Repair ‘WHEEL SET’.
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1994 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘VEHICLE STENCILS’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Reclassified from wagon ‘AQSY 4237 S’ to ’ wagon ‘RQKY 4237 L’.

AQSY 4238

15.05.1994 Reclassified from wagon ‘AQSY 4238 E’ to ’ wagon ‘RQKY 4238 U’.

AQSY 4239

12.05.1993 Reclassified from wagon ‘AQSY 4239 N’ to ’ wagon ‘AQQY 4239 H’.

AQSY 4240

26.05.1994 Reclassified from wagon ‘AQSY 4240 J’ to ’ wagon ‘RQKY 4240 C’.

AQSY 4242

22.04.1993 Reclassified from wagon ‘AQSY 4242 E’ to ’ wagon ‘AQQY 4242 V’.

AQSY 4243

11.05.1993 Reclassified from wagon ‘AQSY 4243 N’ to ’ wagon ‘AQQY 4243 H’.

AQSY 4245

19.04.1994 Reclassified from wagon ‘AQSY 4245 X’ to ’ wagon ‘RQKY 4245 B’.

AQSY 4246

26.05.1993 Reclassified from wagon ‘AQSY 4246 R’ to ’ wagon ‘AQQY 4246 L’.

AQSY 4248

22.04.1993 Reclassified from wagon ‘AQSY 4248 M’ to ’ wagon ‘AQQY 4248 G’.

AQSY 4249

03.08.1994 Reclassified from wagon ‘AQSY 4249 V’ to ’ wagon ‘RQKY 4249 Y’.

AQSY 4250

15.05.1994 Reclassified from wagon ‘AQSY 4250 R’ to ’ wagon ‘RQKY 4250 K’.
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AQSY 4251

26.07.1993 Reclassified from wagon ‘AQSY 4251 D’ to ’ wagon ‘AQQY 4251 U’.

AQSY 4252

02.05.1994 Reclassified from wagon ‘AQSY 4252 M’ to ’ wagon ‘RQKY 4252 F’.

AQSY 4254

22.04.1993 Reclassified from wagon ‘AQSY 4254 H’ to ’ wagon ‘AQQY 4254 B’.

AQSY 4257

29.06.1993 Reclassified from wagon ‘AQSY 4257 L’ to ’ wagon ‘AQQY 4257 F’.

AQSY 4258

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE
TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘FLOOR SHEETING’.
22.09.1989 Repair ‘HANDRAILS’.
22.09.1989 Repair ‘HANDRAILS END’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1989 Repair ‘SIDE BEARER’.
22.09.1989 Repair ‘STEP’.
22.09.1989 Repair ‘TRAIN PIPE (END)’.
22.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1989 Repair ‘VEHICLE RECLASSIFY’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATQF 4258 N’
29.11.1989 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.10.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AQSY 4259

04.08.1994 Reclassified from wagon ‘AQSY 4259 G’ to ’ wagon ‘RQKY 4259 W’.

AQSY 4261

24.06.1993 Reclassified from wagon ‘AQSY 4261 L’ to ’ wagon ‘AQQY 4261 F’.

AQSY 4262

25.05.1994 Reclassified from wagon ‘AQSY 4262 U’ to ’ wagon ‘RQKY 4262 N’.

AQSY 4264

22.04.1993 Reclassified from wagon ‘AQSY 4264 P’ to ’ wagon ‘AQQY 4264 J’.

AQSY 4266

01.05.1993 Reclassified from wagon ‘AQSY 4266 K’ to ’ wagon ‘AQQY 4266 E’.

AQSY 4269

07.07.1993 Reclassified from wagon ‘AQSY 4269 Y’ to ’ wagon ‘AQQY 4269 X’.

AQSY 4270

04.07.1994 Reclassified from wagon ‘AQSY 4270 K’ to ’ wagon ‘RQKY 4270 D’.

AQSY 4272

22.04.1993 Reclassified from wagon ‘AQSY 4272 F’ to ’ wagon ‘AQQY 4272 W’.

AQSY 4273

18.05.1994 Reclassified from wagon ‘AQSY 4273 Y’ to ’ wagon ‘RQKY 4273 H’.

AQSY 4274

28.04.1994 Reclassified from wagon ‘AQSY 4274 A’ to ’ wagon ‘RQKY 4274 Q’.

AQSY 4275

25.05.1994 Reclassified from wagon ‘AQSY 4275 J’ to ’ wagon ‘RQKY 4275 C’.
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AQSY 4276

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
02.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1989 Repair ‘STEP’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE BLOCK RB95’.
08.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AQSY 4277

14.07.1993 Reclassified from wagon ‘AQSY 4277 E’ to ’ wagon ‘AQQY 4277 V’.

AQSY 4278

25.01.1994 Reclassified from wagon ‘AQSY 4278 N’ to ’ wagon ‘AQQY 4278 H’.

AQSY 4279

10.05.1994 Reclassified from wagon ‘AQSY 4279 W’ to ’ wagon ‘RQKY 4279 P’.

AQSY 4280

29.06.1994 Reclassified from wagon ‘AQSY 4280 S’ to ’ wagon ‘RQKY 4280 L’.
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AQSY 4281

08.11.1994 Reclassified from wagon ‘AQSY 4281 E’ to ’ wagon ‘RQKY 4281 U’.

AQSY 4283

04.06.1994 Reclassified from wagon ‘AQSY 4283 W’ to ’ wagon ‘RQKY 4283 P’.

AQSY 4284

04.06.1993 Reclassified from wagon ‘AQSY 4284 X’ to ’ wagon ‘AQQY 4284 C’.

AQSY 4288

15.05.1994 Reclassified from wagon ‘AQSY 4288 V’ to ’ wagon ‘RQKY 4288 Y’.

AQSY 4291

27.06.1993 Reclassified from wagon ‘AQSY 4291 M’ to ’ wagon ‘AQQY 4291 G’.

AQSY 4292

29.05.1994 Reclassified from wagon ‘AQSY 4292 V’ to ’ wagon ‘RQKY 4292 Y’.

AQSY 4293

02.07.1993 Reclassified from wagon ‘AQSY 4293 H’ to ’ wagon ‘AQQY 4293 B’.

AQSY 4294

30.05.1994 Reclassified from wagon ‘AQSY 4294 Q’ to ’ wagon ‘RQKY 4294 J’.

AQSY 4295

26.04.1994 Reclassified from wagon ‘AQSY 4295 C’ to ’ wagon ‘RQKY 4295 S’.

AQSY 4296

18.05.1993 Reclassified from wagon ‘AQSY 4296 L’ to ’ wagon ‘AQQY 4296 F’.

AQSY 4297

11.06.1994 Reclassified from wagon ‘AQSY 4297 U’ to ’ wagon ‘RQKY 4297 N’.

AQSY 4299

16.05.1994 Reclassified from wagon ‘AQSY 4299 P’ to ’ wagon ‘RQKY 4299 X’.

AQSY 4300

30.04.1993 Reclassified from wagon ‘AQSY 4300 H’ to ’ wagon ‘AQQY 4300 B’.
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AQSY 4301

06.05.1994 Reclassified from wagon ‘AQSY 4301 Q’ to ’ wagon ‘RQKY 4301 J’.

AQSY 4302

27.06.1994 Reclassified from wagon ‘AQSY 4302 C’ to ’ wagon ‘RQKY 4302 S’.

AQSY 4304

05.07.1993 Reclassified from wagon ‘AQSY 4304 U’ to ’ wagon ‘AQQY 4304 Y’.

AQSY 4306

04.06.1994 Reclassified from wagon ‘AQSY 4306 P’ to ’ wagon ‘RQKY 4306 X’.

AQSY 4307

22.04.1993 Reclassified from wagon ‘AQSY 4307 B’ to ’ wagon ‘AQQY 4307 S’.

AQSY 4308

20.07.1993 Reclassified from wagon ‘AQSY 4308 K’ to ’ wagon ‘AQQY 4308 E’.

AQSY 4310

Details: wagon ‘AQSY 4310 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS162/3
Date Built: 16.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CZ
Return to Service Date: 08.04.1994
Last Triple Valve: 12.02.1991
Last Brake Cylinder: 12.09.1989
Last Single Car Test: 04.11.1992
Last Lift: 14.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘HANDRAILS END’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘WHEEL SET’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘RELAY VALVE’.
26.02.1990 Repair ‘STEP’.
26.02.1990 Repair ‘TRAIN PIPE (END)’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1990 Repair ‘WHEEL SET’.
18.07.1990 Repair ‘WHEEL SET’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRAKE PULL ROD’.
20.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Repair ‘STEP’.
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘BRAKE PIN’.
15.04.1991 Repair ‘BRAKE PULL ROD’.
15.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BRAKE LEVER’.
14.01.1992 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘EMPTY LOAD VALVE’.
14.01.1992 Repair ‘GRADE CONTROL VALVE’.
14.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.01.1992 Repair ‘TWIST LOCK’.
16.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1992 Repair ‘TWIST LOCK’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘SIDE BEARER’.
01.07.1992 Repair ‘WHEEL SET’.
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE LEVER’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Repair ‘WHEEL SET’.
10.09.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.10.1992 Repair ‘HANDRAILS END’.
23.10.1992 Repair ‘YOKE COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘WHEEL SET’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BRAKE BLOCK RB95’.
14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘TRAIN PIPE’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER COMPLETE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
29.10.1993 Repair ‘TWIST LOCK’.
07.04.1994 Alteration ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.

4118



2.138. Wagon classification starting with ‘AQS’

AQSY 4311

17.04.1994 Reclassified from wagon ‘AQSY 4311 B’ to ’ wagon ‘RQKY 4311 R’.

AQSY 4312

28.05.1994 Reclassified from wagon ‘AQSY 4312 K’ to ’ wagon ‘RQKY 4312 D’.

AQSY 4313

11.05.1993 Reclassified from wagon ‘AQSY 4313 T’ to ’ wagon ‘AQQY 4313 N’.

AQSY 4314

15.05.1994 Reclassified from wagon ‘AQSY 4314 F’ to ’ wagon ‘RQKY 4314 V’.

AQSY 4317

13.06.1994 Reclassified from wagon ‘AQSY 4317 J’ to ’ wagon ‘RQKY 4317 C’.

AQSY 4319

21.06.1993 Reclassified from wagon ‘AQSY 4319 E’ to ’ wagon ‘AQQY 4319 V’.

AQSY 4321

20.07.1993 Reclassified from wagon ‘AQSY 4321 J’ to ’ wagon ‘AQQY 4321 D’.

AQSY 4323

30.05.1994 Reclassified from wagon ‘AQSY 4323 E’ to ’ wagon ‘RQKY 4323 U’.

AQSY 4324

15.05.1994 Reclassified from wagon ‘AQSY 4324 N’ to ’ wagon ‘RQKY 4324 G’.

AQSY 4325

02.05.1994 Reclassified from wagon ‘AQSY 4325 W’ to ’ wagon ‘RQKY 4325 P’.

AQSY 4327

16.07.1993 Reclassified from wagon ‘AQSY 4327 R’ to ’ wagon ‘AQQY 4327 L’.

AQSY 4328

29.06.1993 Reclassified from wagon ‘AQSY 4328 D’ to ’ wagon ‘AQQY 4328 U’.

AQSY 4329

30.04.1994 Reclassified from wagon ‘AQSY 4329 M’ to ’ wagon ‘RQKY 4329 F’.
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AQSY 4330

18.08.1994 Reclassified from wagon ‘AQSY 4330 X’ to ’ wagon ‘RQKY 4330 B’.

AQSY 4331

16.06.1993 Reclassified from wagon ‘AQSY 4331 R’ to ’ wagon ‘AQQY 4331 L’.

AQSY 4332

29.06.1993 Reclassified from wagon ‘AQSY 4332 D’ to ’ wagon ‘AQQY 4332 U’.

AQSY 4333

14.07.1994 Reclassified from wagon ‘AQSY 4333 M’ to ’ wagon ‘RQKY 4333 F’.

AQSY 4334

01.06.1993 Reclassified from wagon ‘AQSY 4334 V’ to ’ wagon ‘AQQY 4334 P’.

AQSY 4335

11.06.1994 Reclassified from wagon ‘AQSY 4335 H’ to ’ wagon ‘RQKY 4335 A’.

AQSY 4336

10.11.1994 Reclassified from wagon ‘AQSY 4336 Q’ to ’ wagon ‘AQQY 4336 K’.

AQSY 4337

29.05.1994 Reclassified from wagon ‘AQSY 4337 C’ to ’ wagon ‘RQKY 4337 S’.

AQSY 4338

18.06.1994 Reclassified from wagon ‘AQSY 4338 L’ to ’ wagon ‘RQKY 4338 E’.

AQSY 4339

09.06.1993 Reclassified from wagon ‘AQSY 4339 U’ to ’ wagon ‘AQQY 4339 Y’.

AQSY 4342

17.04.1994 Reclassified from wagon ‘AQSY 4342 L’ to ’ wagon ‘RQKY 4342 E’.

AQSY 4343

21.08.1994 Reclassified from wagon ‘AQSY 4343 U’ to ’ wagon ‘RQKY 4343 N’.

AQSY 4345

18.06.1994 Reclassified from wagon ‘AQSY 4345 P’ to ’ wagon ‘RQKY 4345 X’.
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AQSY 4347

30.09.1994 Reclassified from wagon ‘AQSY 4347 K’ to ’ wagon ‘RQKY 4347 D’.

AQSY 4349

24.05.1993 Reclassified from wagon ‘AQSY 4349 F’ to ’ wagon ‘AQQY 4349 W’.

AQSY 4350

17.04.1994 Reclassified from wagon ‘AQSY 4350 B’ to ’ wagon ‘RQKY 4350 R’.

AQSY 4351

11.07.1995 Reclassified from wagon ‘AQSY 4351 K’ to ’ wagon ‘RQKY 4351 D’.

AQSY 4352

22.04.1993 Reclassified from wagon ‘AQSY 4352 T’ to ’ wagon ‘AQQY 4352 N’.

AQSY 4353

11.06.1994 Reclassified from wagon ‘AQSY 4353 F’ to ’ wagon ‘RQKY 4353 V’.

AQSY 4355

21.04.1994 Reclassified from wagon ‘AQSY 4355 A’ to ’ wagon ‘RQKY 4355 Q’.

AQSY 4356

16.05.1994 Reclassified from wagon ‘AQSY 4356 J’ to ’ wagon ‘RQKY 4356 C’.

AQSY 4357

08.05.1993 Reclassified from wagon ‘AQSY 4357 S’ to ’ wagon ‘AQQY 4357 M’.

AQSY 4358

04.05.1994 Reclassified from wagon ‘AQSY 4358 E’ to ’ wagon ‘RQKY 4358 U’.

AQSY 4360

04.06.1994 Reclassified from wagon ‘AQSY 4360 J’ to ’ wagon ‘RQKY 4360 C’.

AQSY 4361

17.04.1993 Reclassified from wagon ‘AQSY 4361 S’ to ’ wagon ‘AQQY 4361 M’.

AQSY 4362

24.06.1993 Reclassified from wagon ‘AQSY 4362 E’ to ’ wagon ‘AQQY 4362 V’.
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AQSY 4363

13.06.1994 Reclassified from wagon ‘AQSY 4363 N’ to ’ wagon ‘RQKY 4363 G’.

AQSY 4364

21.07.1993 Reclassified from wagon ‘AQSY 4364 W’ to ’ wagon ‘AQQY 4364 Q’.

AQSY 4365

07.05.1993 Reclassified from wagon ‘AQSY 4365 X’ to ’ wagon ‘AQQY 4365 C’.

AQSY 4366

20.07.1994 Reclassified from wagon ‘AQSY 4366 R’ to ’ wagon ‘RQKY 4366 K’.

AQSY 4367

21.05.1993 Reclassified from wagon ‘AQSY 4367 D’ to ’ wagon ‘AQQY 4367 U’.

AQSY 4368

13.07.1994 Reclassified from wagon ‘AQSY 4368 M’ to ’ wagon ‘RQKY 4368 F’.

AQSY 4369

04.07.1993 Reclassified from wagon ‘AQSY 4369 V’ to ’ wagon ‘AQQY 4369 P’.

AQSY 4370

27.07.1993 Reclassified from wagon ‘AQSY 4370 R’ to ’ wagon ‘AQQY 4370 L’.

AQSY 4371

17.05.1994 Reclassified from wagon ‘AQSY 4371 D’ to ’ wagon ‘RQKY 4371 T’.

AQSY 4372

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Repair ‘STEP’.
16.11.1989 Repair ‘TRAIN PIPE (END)’.
18.11.1989 Repair ‘STEP’.
18.11.1989 Repair ‘WHEEL SET’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘TWIST LOCK’.
21.11.1989 Repair ‘TWIST LOCK’.
21.11.1989 Repair ‘TWIST LOCK’.
21.11.1989 Repair ‘TWIST LOCK’.
21.11.1989 Repair ‘WHEEL SET’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘WHEEL SET’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BEARERS’.
21.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘EMPTY LOAD VALVE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘WHEEL SET’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1990 Repair ‘BRAKE LEVER’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘EMPTY LOAD VALVE’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Repair ‘TWIST LOCK’.
02.05.1990 Repair ‘TWIST LOCK’.
02.05.1990 Repair ‘TWIST LOCK’.
13.05.1990 Repair ‘STEP’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BEARINGS’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘RELAY VALVE’.
21.06.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘WHEEL SET’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
03.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
10.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘EMPTY LOAD VALVE’.
10.01.1991 Repair ‘GRADE CONTROL VALVE’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘EMPTY LOAD VALVE’.
20.04.1991 Repair ‘GRADE CONTROL VALVE’.
20.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘WHEEL SET’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘END BRAKE COCK’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘END BRAKE COCK’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Repair ‘TWIST LOCK’.
16.09.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘EMPTY LOAD VALVE’.
09.10.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘TWIST LOCK’.
05.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘COUPLER COMPLETE’.
23.01.1992 Repair ‘TWIST LOCK’.
23.01.1992 Repair ‘VEHICLE COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
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07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Repair ‘TWIST LOCK’.
16.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AQSY 4373

02.06.1993 Reclassified from wagon ‘AQSY 4373 V’ to ’ wagon ‘AQQY 4373 P’.

AQSY 4374

25.07.1994 Reclassified from wagon ‘AQSY 4374 H’ to ’ wagon ‘RQKY 4374 A’.

AQSY 4375

27.07.1993 Reclassified from wagon ‘AQSY 4375 Q’ to ’ wagon ‘AQQY 4375 K’.

AQSY 4376

04.07.1993 Reclassified from wagon ‘AQSY 4376 C’ to ’ wagon ‘AQQY 4376 T’.

AQSY 4377

18.06.1994 Reclassified from wagon ‘AQSY 4377 L’ to ’ wagon ‘RQKY 4377 E’.

AQSY 4379

01.05.1993 Reclassified from wagon ‘AQSY 4379 G’ to ’ wagon ‘AQQY 4379 A’.

AQSY 4380

04.06.1994 Reclassified from wagon ‘AQSY 4380 C’ to ’ wagon ‘RQKY 4380 S’.

AQSY 4381

15.05.1994 Reclassified from wagon ‘AQSY 4381 L’ to ’ wagon ‘RQKY 4381 E’.

AQSY 4382

04.07.1993 Reclassified from wagon ‘AQSY 4382 U’ to ’ wagon ‘AQQY 4382 Y’.

AQSY 4383

16.06.1993 Reclassified from wagon ‘AQSY 4383 G’ to ’ wagon ‘AQQY 4383 A’.

AQSY 4384

15.05.1994 Reclassified from wagon ‘AQSY 4384 P’ to ’ wagon ‘RQKY 4384 X’.
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AQSY 4385

31.05.1993 Reclassified from wagon ‘AQSY 4385 B’ to ’ wagon ‘AQQY 4385 S’.

AQSY 4386

11.05.1993 Reclassified from wagon ‘AQSY 4386 K’ to ’ wagon ‘AQQY 4386 E’.

AQSY 4387

21.04.1993 Reclassified from wagon ‘AQSY 4387 T’ to ’ wagon ‘AQQY 4387 N’.

AQSY 4388

10.06.1993 Reclassified from wagon ‘AQSY 4388 F’ to ’ wagon ‘AQQY 4388 W’.

AQSY 4389

25.06.1993 Reclassified from wagon ‘AQSY 4389 Y’ to ’ wagon ‘AQQY 4389 X’.

AQSY 4390

31.05.1993 Reclassified from wagon ‘AQSY 4390 K’ to ’ wagon ‘AQQY 4390 E’.

AQSY 4391

21.04.1994 Reclassified from wagon ‘AQSY 4391 T’ to ’ wagon ‘RQKY 4391 M’.

AQSY 4392

26.05.1993 Reclassified from wagon ‘AQSY 4392 F’ to ’ wagon ‘AQQY 4392 W’.

AQSY 4393

29.04.1993 Reclassified from wagon ‘AQSY 4393 Y’ to ’ wagon ‘AQQY 4393 X’.

AQSY 4394

21.07.1994 Reclassified from wagon ‘AQSY 4394 A’ to ’ wagon ‘RQKY 4394 Q’.

AQSY 4395

11.06.1994 Reclassified from wagon ‘AQSY 4395 J’ to ’ wagon ‘RQKY 4395 C’.

AQSY 4396

28.04.1994 Reclassified from wagon ‘AQSY 4396 S’ to ’ wagon ‘RQKY 4396 L’.

AQSY 4397

06.07.1994 Reclassified from wagon ‘AQSY 4397 E’ to ’ wagon ‘RQKY 4397 U’.
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AQSY 4398

17.06.1993 Reclassified from wagon ‘AQSY 4398 N’ to ’ wagon ‘AQQY 4398 H’.

AQSY 4399

07.05.1994 Reclassified from wagon ‘AQSY 4399 W’ to ’ wagon ‘RQKY 4399 P’.

2.139 Wagon classification starting with ‘AQT’

AQTY 73

04.05.1994 Reclassified from wagon ‘AQTY 73 C’ to ’ wagon ‘RQTY 73 T’.

AQTY 74

02.05.1994 Reclassified from wagon ‘AQTY 74 L’ to ’ wagon ‘RQTY 74 F’.

AQTY 75

23.09.1994 Reclassified from wagon ‘AQTY 75 U’ to ’ wagon ‘RQTY 75 Y’.

AQTY 77

13.05.1994 Reclassified from wagon ‘AQTY 77 P’ to ’ wagon ‘RQTY 77 J’.

AQTY 78

11.06.1994 Reclassified from wagon ‘AQTY 78 B’ to ’ wagon ‘RQTY 78 S’.

AQTY 79

13.06.1994 Reclassified from wagon ‘AQTY 79 K’ to ’ wagon ‘RQTY 79 E’.

AQTY 80

11.06.1994 Reclassified from wagon ‘AQTY 80 G’ to ’ wagon ‘RQTY 80 A’.

AQTY 81

13.07.1994 Reclassified from wagon ‘AQTY 81 P’ to ’ wagon ‘RQTY 81 J’.

AQTY 82

28.04.1994 Reclassified from wagon ‘AQTY 82 B’ to ’ wagon ‘RQTY 82 S’.

AQTY 83

16.05.1994 Reclassified from wagon ‘AQTY 83 K’ to ’ wagon ‘RQTY 83 E’.
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AQTY 85

21.04.1994 Reclassified from wagon ‘AQTY 85 F’ to ’ wagon ‘RQTY 85 W’.

AQTY 86

11.06.1994 Reclassified from wagon ‘AQTY 86 Y’ to ’ wagon ‘RQTY 86 X’.

AQTY 87

22.06.1994 Reclassified from wagon ‘AQTY 87 A’ to ’ wagon ‘RQTY 87 R’.

AQTY 89

07.05.1994 Reclassified from wagon ‘AQTY 89 S’ to ’ wagon ‘RQTY 89 M’.

AQTY 90

31.05.1994 Reclassified from wagon ‘AQTY 90 Y’ to ’ wagon ‘RQTY 90 X’.

AQTY 91

27.06.1994 Reclassified from wagon ‘AQTY 91 A’ to ’ wagon ‘RQTY 91 R’.

AQTY 92

11.06.1994 Reclassified from wagon ‘AQTY 92 J’ to ’ wagon ‘RQTY 92 D’.

AQTY 93

29.09.1994 Reclassified from wagon ‘AQTY 93 S’ to ’ wagon ‘RQTY 93 M’.

AQTY 94

26.04.1994 Reclassified from wagon ‘AQTY 94 E’ to ’ wagon ‘RQTY 94 V’.

AQTY 95

28.05.1994 Reclassified from wagon ‘AQTY 95 N’ to ’ wagon ‘RQTY 95 H’.

AQTY 96

26.04.1994 Reclassified from wagon ‘AQTY 96 W’ to ’ wagon ‘RQTY 96 Q’.

AQTY 97

13.06.1994 Reclassified from wagon ‘AQTY 97 X’ to ’ wagon ‘RQTY 97 C’.

AQTY 98

15.06.1994 Reclassified from wagon ‘AQTY 98 R’ to ’ wagon ‘RQTY 98 L’.
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AQTY 99

30.05.1994 Reclassified from wagon ‘AQTY 99 D’ to ’ wagon ‘RQTY 99 U’.

AQTY 100

26.04.1994 Reclassified from wagon ‘AQTY 100 S’ to ’ wagon ‘RQTY 100 M’.

AQTY 101

16.05.1994 Reclassified from wagon ‘AQTY 101 E’ to ’ wagon ‘RQTY 101 V’.

AQTY 102

13.06.1994 Reclassified from wagon ‘AQTY 102 N’ to ’ wagon ‘RQTY 102 H’.

AQTY 103

04.05.1994 Reclassified from wagon ‘AQTY 103 W’ to ’ wagon ‘RQTY 103 Q’.

AQTY 104

29.08.1994 Reclassified from wagon ‘AQTY 104 X’ to ’ wagon ‘RQTY 104 C’.

AQTY 105

19.06.1994 Reclassified from wagon ‘AQTY 105 R’ to ’ wagon ‘RQTY 105 L’.

AQTY 106

19.06.1994 Reclassified from wagon ‘AQTY 106 D’ to ’ wagon ‘RQTY 106 U’.

AQTY 107

11.05.1994 Reclassified from wagon ‘AQTY 107 M’ to ’ wagon ‘RQTY 107 G’.

AQTY 108

11.05.1994 Reclassified from wagon ‘AQTY 108 V’ to ’ wagon ‘RQTY 108 P’.

AQTY 109

01.07.1994 Reclassified from wagon ‘AQTY 109 H’ to ’ wagon ‘RQTY 109 B’.

AQTY 110

13.05.1994 Reclassified from wagon ‘AQTY 110 D’ to ’ wagon ‘RQTY 110 U’.

AQTY 111

31.05.1994 Reclassified from wagon ‘AQTY 111 M’ to ’ wagon ‘RQTY 111 G’.
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AQTY 112

27.07.1994 Reclassified from wagon ‘AQTY 112 V’ to ’ wagon ‘RQTY 112 P’.

AQTY 114

29.05.1994 Reclassified from wagon ‘AQTY 114 Q’ to ’ wagon ‘RQTY 114 K’.

AQTY 115

24.05.1994 Reclassified from wagon ‘AQTY 115 C’ to ’ wagon ‘RQTY 115 T’.

AQTY 116

10.05.1994 Reclassified from wagon ‘AQTY 116 L’ to ’ wagon ‘RQTY 116 F’.

AQTY 117

24.05.1994 Reclassified from wagon ‘AQTY 117 U’ to ’ wagon ‘RQTY 117 Y’.

AQTY 118

16.05.1994 Reclassified from wagon ‘AQTY 118 G’ to ’ wagon ‘RQTY 118 A’.

AQTY 119

12.05.1994 Reclassified from wagon ‘AQTY 119 P’ to ’ wagon ‘RQTY 119 J’.

AQTY 120

14.11.1994 Reclassified from wagon ‘AQTY 120 L’ to ’ wagon ‘RQTY 120 F’.

AQTY 121

02.08.1994 Reclassified from wagon ‘AQTY 121 U’ to ’ wagon ‘RQTY 121 Y’.

AQTY 122

11.06.1994 Reclassified from wagon ‘AQTY 122 G’ to ’ wagon ‘RQTY 122 A’.

2.140 Wagon classification starting with ‘AQU’

AQUY 1

Details: wagon ‘AQUY 1 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 12.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $4680
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 15.09.1966
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQUZ;EX SGBZ;UNITRUCK WAGON
BSG Code: FFQQ

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC
Return to Service Date: 04.07.1995
Last Brake Cylinder: 27.08.1991
Cont Connector Type:] P
Cont Max Slots: 1

02.09.1988 Alteration complete ‘CONVERT ‘SGBZ 49 D’ OPEN WAGON TO RUN ON
UNITRUCK SINGLE AXLE BOGIES AND RECLASSIFY TO ‘AQUZ 1 E’ WAGON.
(RS4322)’. Length Over Headstocks: ‘12.5m’. Tare Weight: ‘12.4tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘4 WHEEL’. New
class: ‘AQUZ’. Intended use: ‘CONTAINERS’. Capacity: ‘30.5T.’

13.02.1989 Alteration complete ‘RECLASSIFY ‘AQUZ 1’ TO ‘AQUY 1A’ (RS4382)’. New
class: ‘AQUY’.

15.07.1989 Repair ‘END BRAKE COCK’.
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1989 Repair ‘TRAIN PIPE’.
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘EMPTY LOAD VALVE’.
27.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘END HOSE’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘HANDBRAKE HANDLE’.
14.05.1990 Repair ‘HANDRAILS’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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12.06.1990 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1991 Repair ‘HANDRAILS’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRANCH PIPE’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE WEAR PLATES’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘HOSE FITTINGS’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE SIDEFRAME’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘AXLEBOX’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
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21.09.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.

AQUZ 1

13.02.1989 Reclassified from wagon ‘AQUZ 1 E’ to ’ wagon ‘AQUY 1 A’.

2.141 Wagon classification starting with ‘AQW’

AQWY 6001

24.05.1994 Reclassified from wagon ‘AQWY 6001 T’ to ’ wagon ‘RQWY 6001 N’.

AQWY 6002

22.04.1994 Reclassified from wagon ‘AQWY 6002 F’ to ’ wagon ‘RQWY 6002 W’.

AQWY 6003

09.05.1994 Reclassified from wagon ‘AQWY 6003 Y’ to ’ wagon ‘RQWY 6003 X’.

AQWY 6004

21.04.1994 Reclassified from wagon ‘AQWY 6004 A’ to ’ wagon ‘RQWY 6004 R’.

AQWY 6005

06.05.1994 Reclassified from wagon ‘AQWY 6005 J’ to ’ wagon ‘RQWY 6005 D’.

AQWY 6006

13.06.1994 Reclassified from wagon ‘AQWY 6006 S’ to ’ wagon ‘RQWY 6006 M’.

AQWY 6007

30.05.1994 Reclassified from wagon ‘AQWY 6007 E’ to ’ wagon ‘RQWY 6007 V’.

AQWY 8001

Details: wagon ‘AQWY 8001 X’ in AN ‘Mainland Division’.

Owner: FCL
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Date Built: 09.07.1996
Operating System: AN
Intended Use: CONTAINERS
Remarks: WELL WAGON (AQWY MK2 LENGTH 94.4M 95T)
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 29.01.1997
Cont Connector Type:] I
Cont Max Slots: 10

10.12.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.
27.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

2.142 Wagon classification starting with ‘AQX’

AQXY 2183

28.06.1994 Reclassified from wagon ‘AQXY 2183 S’ to ’ wagon ‘RQXY 2183 M’.

AQXY 2184

19.04.1994 Reclassified from wagon ‘AQXY 2184 E’ to ’ wagon ‘RQXY 2184 V’.

AQXY 2185

23.06.1994 Reclassified from wagon ‘AQXY 2185 N’ to ’ wagon ‘RQXY 2185 H’.

AQXY 2186

06.07.1994 Reclassified from wagon ‘AQXY 2186 W’ to ’ wagon ‘RQXY 2186 Q’.

AQXY 2190

06.05.1994 Reclassified from wagon ‘AQXY 2190 W’ to ’ wagon ‘RQXY 2190 Q’.

AQXY 2195

11.06.1994 Reclassified from wagon ‘AQXY 2195 V’ to ’ wagon ‘RQXY 2195 P’.

AQXY 2217

05.08.1994 Reclassified from wagon ‘AQXY 2217 F’ to ’ wagon ‘RQXY 2217 W’.
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AQXY 2223

25.05.1994 Reclassified from wagon ‘AQXY 2223 A’ to ’ wagon ‘RQXY 2223 R’.

AQXY 2246

29.05.1994 Reclassified from wagon ‘AQXY 2246 U’ to ’ wagon ‘RQXY 2246 Y’.

AQXY 2252

30.05.1994 Reclassified from wagon ‘AQXY 2252 P’ to ’ wagon ‘RQXY 2252 J’.

AQXY 2386

06.07.1994 Reclassified from wagon ‘AQXY 2386 N’ to ’ wagon ‘RQXY 2386 H’.

AQXY 2392

12.05.1994 Reclassified from wagon ‘AQXY 2392 X’ to ’ wagon ‘RQXY 2392 C’.

AQXY 2394

15.05.1994 Reclassified from wagon ‘AQXY 2394 D’ to ’ wagon ‘RQXY 2394 U’.

AQXY 2400

19.05.1994 Reclassified from wagon ‘AQXY 2400 R’ to ’ wagon ‘RQXY 2400 L’.

2.143 Wagon classification starting with ‘AQY’

AQYY 5101

03.05.1994 Reclassified from wagon ‘AQYY 5101 D’ to ’ wagon ‘RQYY 5101 U’.

AQYY 5102

13.06.1994 Reclassified from wagon ‘AQYY 5102 M’ to ’ wagon ‘RQYY 5102 G’.

2.144 Wagon classification starting with ‘AQZ’

AQZY 2362

Details: wagon ‘AQZY 2362 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.07.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMF;‘TEA & SUGAR‘
BSG Code: DSQZ

Capacity of 50 tonnes

Fleet Grp Code: AH PZ PG
Return to Service Date: 21.12.1996
Last Triple Valve: 27.04.1992
Last Single Car Test: 27.04.1992
Last Lift: 28.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

26.09.1984 Alteration complete ‘FIT (4) FOUR NO. 1435MM GAUGE BK BOGIES (50T)
WITH ‘LORD’ L-C PADS ONLY AND (4) FOUR NO. 1435MM GAUGE BK BOGIES
(50T) WITH ‘LORD’ L-C PADS AND ‘STUCKI’ CONSTANT CONTACT SIDE
BEARERS FOR TRIAL PURPOSES UNDER ‘AQMX’ FLAT WAGONS
RECLASSIFIED TO ‘AQMY‘. (BOLSTER PART NO. B797). AQMY 4301 (RS4000)’.
New class: ‘AQMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.11.1989 Repair ‘STEP’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1991 Repair ‘WHEEL SET’.
27.03.1991 Repair ‘YOKE FOLLOWER’.
27.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
13.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
05.02.1992 Alteration complete ‘RECLASSIFY AQMF 2362 TO AZMF 2362. (RS4673)’.

New class: ‘AZMF’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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10.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZMF 2362 X’

30.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1992 Repair ‘BRAKE LEVER’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
21.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1992 Repair ‘TRAIN PIPE (END)’.
21.04.1992 Repair ‘TRAIN PIPE’.
21.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
19.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMF 2362 X’
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 2362 X’
06.12.1996 Alteration complete ‘MODIFY WAGONS TO HIGH SPEED ( STUCKI )

CHANGE BOGIES TO HIGH SPEED RECLASSIFY WAGONS TO
AQZY504X-AQZY2362N-AQZY2374Q-AQZY4223S (RS4945)’. New class: ‘AQZY’.

21.12.1996 Repair ‘VEHICLE COMPLETE’.
21.12.1996 Repair ‘VEHICLE RECLASSIFY’.
21.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2362 X’

AQZY 2374

Details: wagon ‘AQZY 2374 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.11.1971
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQMF
BSG Code: DSQZ

Capacity of 50 tonnes

Fleet Grp Code: PZ AH
Return to Service Date: 17.12.1996
Last Brake Cylinder: 22.06.1988
Last Lift: 02.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

10.03.1988 Alteration complete ‘FIT 6 NO ‘AQMX’ CONTAINER WAGONS AS
FOLLOWS A) 3 NO ‘AQMX’ WITH U.T.D.C. CROSSBRACED BOGIES B) 3 NO
‘AQMX’ WITH OVER HAULED 3 PIECE RIDE CONTROL BOGIES WITH NEW
WHEELS. C) ASSEMBLE WAGONS IN PAIRS. MADE UP OF 1 CROSS BRACED
BOGIE WAGON & 1 RIDE CONYROL BOGIE WAGON. D) REMOVE
UNCOUPLING RODS BETWEEN WAGON PAIRS. RECLASSIFY WAGONS TO
‘AQMF’ (RS4268)’. New class: ‘AQMF’.

08.07.1989 Repair ‘HANDRAILS’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 2374 L’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 2374 L’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE LEVER’.
05.12.1989 Repair ‘BRAKE PULL ROD’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’
15.06.1990 Repair ‘STEP’.
15.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZMF 2374 L’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1990 Repair ‘BRAKE LEVER’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Repair ‘TWIST LOCK’.
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09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’
24.10.1990 Repair ‘BOGIE BEARINGS’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 2374 L’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1991 Repair ‘BRAKE BLOCK RB95’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1991 Repair ‘TWIST LOCK’.
14.01.1991 Repair ‘TWIST LOCK’.
14.01.1991 Repair ‘TWIST LOCK’.
14.01.1991 Repair ‘TWIST LOCK’.
14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZMF 2374 L’
05.04.1991 Repair ‘HANDRAILS’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZMF 2374 L’
02.06.1993 Repair ‘END BRAKE COCK’.
02.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 2374 L’
05.07.1993 Alteration complete ‘RESTENCIL FOUR (4) WAGONS TO NEW

CLASSIFICATION ‘AZMF’. REMOVE HIGH SPEED BOGIES AND REPLACE WITH
50 TONNE CAPTIVE BOGIES WHERE APPLICABLE. AQMF2374, AQMF4223,
AFLY502 & AFLY504. (RS4801)’. New class: ‘AZMF’.

19.11.1993 Alteration complete ‘RECLASSIFY AQMF 2374Q TO AZMF 2374Q.
(RS4833)’. New class: ‘AZMF’.

24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZMF 2374 L’
09.03.1994 Repair ‘BOGIE COMPLETE’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE RECLASSIFY’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZMF 2374 L’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZMF 2374 L’
06.12.1996 Alteration complete ‘MODIFY WAGONS TO HIGH SPEED ( STUCKI )
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CHANGE BOGIES TO HIGH SPEED RECLASSIFY WAGONS TO
AQZY504X-AQZY2362N-AQZY2374Q-AQZY4223S (RS4945)’. New class: ‘AQZY’.

17.12.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’
17.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 2374 L’

AQZY 4223

Details: wagon ‘AQZY 4223 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.01.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMF
BSG Code: DSQZ

Capacity of 50 tonnes

Fleet Grp Code: PZ AH
Return to Service Date: 10.12.1996
Last Triple Valve: 09.05.1991
Last Brake Cylinder: 22.06.1988
Last Lift: 27.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

10.03.1988 Alteration complete ‘FIT 6 NO ‘AQMX’ CONTAINER WAGONS AS
FOLLOWS A) 3 NO ‘AQMX’ WITH U.T.D.C. CROSSBRACED BOGIES B) 3 NO
‘AQMX’ WITH OVER HAULED 3 PIECE RIDE CONTROL BOGIES WITH NEW
WHEELS. C) ASSEMBLE WAGONS IN PAIRS. MADE UP OF 1 CROSS BRACED
BOGIE WAGON & 1 RIDE CONYROL BOGIE WAGON. D) REMOVE
UNCOUPLING RODS BETWEEN WAGON PAIRS. RECLASSIFY WAGONS TO
‘AQMF’ (RS4268)’. New class: ‘AQMF’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
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07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
09.11.1989 Repair ‘HANDRAILS END’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMF 4223 N’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRANCH PIPE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘RELAY VALVE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMF 4223 N’
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 4223 N’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
01.05.1990 Repair ‘END BRAKE COCK’.
01.05.1990 Repair ‘END HOSE’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMF 4223 N’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘TWIST LOCK’.
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
05.07.1993 Alteration complete ‘RESTENCIL FOUR (4) WAGONS TO NEW

CLASSIFICATION ‘AZMF’. REMOVE HIGH SPEED BOGIES AND REPLACE WITH
50 TONNE CAPTIVE BOGIES WHERE APPLICABLE. AQMF2374, AQMF4223,
AFLY502 & AFLY504. (RS4801)’. New class: ‘AZMF’.

03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB95’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Repair ‘VEHICLE RECLASSIFY’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
31.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMF 4223 N’
06.12.1996 Alteration complete ‘MODIFY WAGONS TO HIGH SPEED ( STUCKI )

CHANGE BOGIES TO HIGH SPEED RECLASSIFY WAGONS TO
AQZY504X-AQZY2362N-AQZY2374Q-AQZY4223S (RS4945)’. New class: ‘AQZY’.

10.12.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE RECLASSIFY’.
10.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AZMF 4223 N’
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2.145 Wagon classification starting with ‘AR’

AR 33

23.11.1995 Repair ‘VEHICLE SOLD’.

2.146 Wagon classification starting with ‘ARB’

ARBA 9016

25.06.1991 Reclassified from wagon ‘ARBA 9016 C’ to ’ wagon ‘AZFF 9016 E’.

ARBA 9024

25.06.1991 Reclassified from wagon ‘ARBA 9024 P’ to ’ wagon ‘AZFF 9024 R’.

ARBA 9030

25.06.1991 Reclassified from wagon ‘ARBA 9030 K’ to ’ wagon ‘AZFF 9030 M’.

ARBX 9006

03.08.1990 Reclassified from wagon ‘ARBX 9006 R’ to ’ wagon ‘TR 10 S’.

ARBX 9009

15.06.1987 Reclassified from wagon ‘ARBX 9009 V’ to ’ wagon ‘TM 100 H’.

ARBX 9014

08.08.1990 Reclassified from wagon ‘ARBX 9014 H’ to ’ wagon ‘TR 11 E’.

ARBX 9020

22.06.1990 Reclassified from wagon ‘ARBX 9020 C’ to ’ wagon ‘TR 8 N’.

ARBX 9032

27.04.1990 Reclassified from wagon ‘ARBX 9032 F’ to ’ wagon ‘TR 4 A’.

ARBX 9034

20.03.1990 Reclassified from wagon ‘ARBX 9034 A’ to ’ wagon ‘TR 2 F’.

ARBX 9039

06.06.1990 Reclassified from wagon ‘ARBX 9039 W’ to ’ wagon ‘TR 6 S’.

ARBY 9010

25.06.1991 Reclassified from wagon ‘ARBY 9010 V’ to ’ wagon ‘AZFF 9010 T’.
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2.147 Wagon classification starting with ‘ARP’

ARPY 9003

09.05.1989 Reclassified from wagon ‘ARPY 9003 N’ to ’ wagon ‘RBP 9003 N’.

ARPY 9044

04.04.1991 Reclassified from wagon ‘ARPY 9044 X’ to ’ wagon ‘AZFF 9044 K’.

2.148 Wagon classification starting with ‘ASA’

ASAA 6662

25.07.1986 Reclassified from wagon ‘ASAA 6662 G’ to ’ wagon ‘ASAY 6662 K’.

ASAA 6713

08.08.1986 Reclassified from wagon ‘ASAA 6713 F’ to ’ wagon ‘ASAY 6713 J’.

ASAF 80

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

ASAY 80

15.12.1987 Reclassified from wagon ‘ASAY 80 W’ to ’ wagon ‘ASAF 80 P’.

2.149 Wagon classification starting with ‘ASC’

ASCF 1792

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

05.08.1991 Repair ‘VEHICLE RECLASSIFY’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ASCY 1792 R’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 1793

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.
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19.09.1991 Repair ‘VEHICLE RECLASSIFY’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASCY 1793 D’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘FLOOR BOARDS’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 1794

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ASCY 1794 M’
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 1795

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

03.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.04.1990 Repair ‘DOOR HINGES AND PINS’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 1796

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ASCY 1796 H’
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 1797

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BRANCH PIPE’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ASCY 1797 Q’
19.09.1991 Repair ‘VEHICLE RECLASSIFY’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
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19.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASCY 1797 Q’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘FLOOR BOARDS’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2007

Details: wagon ‘ASCF 2007 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 23.07.1969
Operating System: AN
Intended Use: SHEEP
Remarks: EX ASCY
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 19.02.1993
Last Triple Valve: 02.03.1993
Last Single Car Test: 02.03.1993
Last Lift: 06.08.1980

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ASCY 2007 Q’
03.07.1991 Repair ‘DOOR COMPLETE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
25.02.1993 Repair ‘DOOR COMPLETE’.
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ASCF 2008

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.02.1992 Repair ‘DOOR COMPLETE’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.02.1993 Repair ‘TRAIN PIPE (END)’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘DOOR COMPLETE’.
25.02.1993 Repair ‘RETENSION END CAP SCREW - PACK. UNIT BRG’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE PULL ROD’.
03.08.1993 Repair ‘DOOR COMPLETE’.
03.08.1993 Repair ‘STEP’.
03.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2009

Details: wagon ‘ASCF 2009 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 06.08.1969
Operating System: AN
Intended Use: SHEEP
Remarks: EX SC
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 07.02.1992
Last Single Car Test: 10.02.1992
Last Lift: 31.05.1980
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE PULL ROD’.
07.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

ASCF 2010

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘FLOOR BOARDS’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2013

Details: wagon ‘ASCF 2013 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 15.09.1969
Operating System: AN
Intended Use: SHEEP
Remarks: EX SC
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 06.02.1992
Last Single Car Test: 07.02.1992
Last Lift: 15.06.1981
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14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Repair ‘TRAIN PIPE (END)’.

ASCF 2014

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘END HOSE’.
06.02.1992 Repair ‘FLOOR BOARDS’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2015

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘FLOOR BOARDS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2016

Details: wagon ‘ASCF 2016 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 21.10.1969
Operating System: AN
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Intended Use: SHEEP
Remarks: EX ASCY
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 06.02.1992
Last Single Car Test: 07.02.1992
Last Lift: 24.02.1983

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ASCY 2016 P’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘FLOOR BOARDS’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

ASCF 2131

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ASCY 2131 Q’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE PULL ROD’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2132

Details: wagon ‘ASCF 2132 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 24.10.1969
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Operating System: AN
Intended Use: SHEEP
Remarks: EX ASCY
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 23.05.1995
Last Single Car Test: 11.02.1992
Last Lift: 06.08.1980

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

19.09.1991 Repair ‘VEHICLE RECLASSIFY’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASCY 2132 C’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘FLOOR BOARDS’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.

ASCF 2133

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ASCY 2133 L’
20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2134

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ASCY 2134 U’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BODY COMPLETE’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.02.1993 Repair ‘TRAIN PIPE (END)’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘DOOR COMPLETE’.
25.02.1993 Repair ‘RETENSION END CAP SCREW - PACK. UNIT BRG’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ASCF 2136

Details: wagon ‘ASCF 2136 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 05.12.1969
Operating System: AN
Intended Use: SHEEP
Remarks: EX ASCY
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 06.02.1992
Last Single Car Test: 07.02.1992
Last Lift: 29.09.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1992 Repair ‘TRAIN PIPE (END)’.

ASCF 2138

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

19.09.1991 Repair ‘VEHICLE RECLASSIFY’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASCY 2138 K’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘FLOOR BOARDS’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCF 2139

14.01.1988 Alteration complete ‘RECLASSIFY ASCY TO ASCF - REFER RS4231
(RS3040)’. New class: ‘ASCF’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ASCY 2139 T’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE PULL ROD’.
07.02.1992 Repair ‘FLOOR BOARDS’.
07.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCY 1792

05.08.1991 Reclassified from wagon ‘ASCY 1792 R’ to ’ wagon ‘ASCF 1792 K’.

ASCY 1793

19.09.1991 Reclassified from wagon ‘ASCY 1793 D’ to ’ wagon ‘ASCF 1793 T’.

ASCY 1794

24.10.1991 Reclassified from wagon ‘ASCY 1794 M’ to ’ wagon ‘ASCF 1794 F’.

ASCY 1795

16.09.1988 Reclassified from wagon ‘ASCY 1795 V’ to ’ wagon ‘ASCF 1795 Y’.

ASCY 1796

09.10.1991 Reclassified from wagon ‘ASCY 1796 H’ to ’ wagon ‘ASCF 1796 A’.

ASCY 1797

19.09.1991 Reclassified from wagon ‘ASCY 1797 Q’ to ’ wagon ‘ASCF 1797 J’.

ASCY 2007

14.06.1990 Reclassified from wagon ‘ASCY 2007 Q’ to ’ wagon ‘ASCF 2007 J’.

ASCY 2008

15.09.1988 Reclassified from wagon ‘ASCY 2008 C’ to ’ wagon ‘ASCF 2008 S’.
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ASCY 2009

17.05.1988 Reclassified from wagon ‘ASCY 2009 L’ to ’ wagon ‘ASCF 2009 E’.

ASCY 2010

02.11.1987 Reclassified from wagon ‘ASCY 2010 H’ to ’ wagon ‘ASCF 2010 A’.

ASCY 2011

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCY 2012

Details: wagon ‘ASCY 2012 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 40.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19760
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 229
Date Built: 14.08.1969
Operating System: AN
Intended Use: SHEEP
Remarks: EX SC
BSG Code: FSSX

Capacity of 500 sheep

Fleet Grp Code: AG WC SV
Return to Service Date: 25.03.1988
Last Brake Cylinder: 26.02.1988
Last Lift: 18.07.1982

14.01.1988 Alteration ‘RECLASSIFY ASCY TO ASCF - REFER RS4231 (RS3040)’. New
class: ‘ASCF’.

ASCY 2013

15.09.1988 Reclassified from wagon ‘ASCY 2013 L’ to ’ wagon ‘ASCF 2013 E’.

ASCY 2014

15.09.1988 Reclassified from wagon ‘ASCY 2014 U’ to ’ wagon ‘ASCF 2014 N’.
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ASCY 2015

16.09.1988 Reclassified from wagon ‘ASCY 2015 G’ to ’ wagon ‘ASCF 2015 W’.

ASCY 2016

18.10.1991 Reclassified from wagon ‘ASCY 2016 P’ to ’ wagon ‘ASCF 2016 X’.

ASCY 2131

09.10.1991 Reclassified from wagon ‘ASCY 2131 Q’ to ’ wagon ‘ASCF 2131 J’.

ASCY 2132

19.09.1991 Reclassified from wagon ‘ASCY 2132 C’ to ’ wagon ‘ASCF 2132 S’.

ASCY 2133

14.06.1990 Reclassified from wagon ‘ASCY 2133 L’ to ’ wagon ‘ASCF 2133 E’.

ASCY 2134

14.06.1990 Reclassified from wagon ‘ASCY 2134 U’ to ’ wagon ‘ASCF 2134 N’.

ASCY 2135

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCY 2136

29.10.1987 Reclassified from wagon ‘ASCY 2136 P’ to ’ wagon ‘ASCF 2136 X’.

ASCY 2137

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ASCY 2138

19.09.1991 Reclassified from wagon ‘ASCY 2138 K’ to ’ wagon ‘ASCF 2138 D’.

ASCY 2139

09.10.1991 Reclassified from wagon ‘ASCY 2139 T’ to ’ wagon ‘ASCF 2139 M’.

ASCY 2140

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.150 Wagon classification starting with ‘ASD’

ASDF 4

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 5

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

14.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 10

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 13

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 14

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 15

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

ASDF 17

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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ASDF 19

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 23

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 24

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 26

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 27

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 29

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 33

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.
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02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 34

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 35

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 36

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASDY 36 W’
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 37

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 38

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.09.1990 Repair ‘DOOR ROLLER’.
01.09.1990 Repair ‘DOOR SLIDE RAIL’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
01.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1990 Repair ‘SIDE BOARDS’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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ASDF 39

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 40

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 44

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 52

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 53

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

27.06.1990 Repair ‘VEHICLE RECLASSIFY’.
27.06.1990 Issued at location ‘Bordertown’ with a previous code of wagon ‘ASDY 53 L’
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 56

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 57

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.
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ASDF 58

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASDY 58 K’
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 60

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 61

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 62

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 63

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 69

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 70

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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ASDF 71

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 73

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 75

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 79

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘DOOR LOCK MECHANISM’.
01.09.1990 Repair ‘DOOR ROLLER’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
01.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 80

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

16.05.1990 Repair ‘BOGIE COMPLETE’.
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 82

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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ASDF 83

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ASDY 83 M’
02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 85

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 86

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDF 87

14.01.1988 Alteration complete ‘RECLASSIFY ASDY TO ASDF - REFER RS4231
(RS3041)’. New class: ‘ASDF’.

02.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.04.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ASDY 4

12.01.1989 Reclassified from wagon ‘ASDY 4 D’ to ’ wagon ‘ASDF 4 T’.

ASDY 5

21.12.1988 Reclassified from wagon ‘ASDY 5 M’ to ’ wagon ‘ASDF 5 F’.

ASDY 10

15.06.1989 Reclassified from wagon ‘ASDY 10 V’ to ’ wagon ‘ASDF 10 Y’.

ASDY 13

15.06.1989 Reclassified from wagon ‘ASDY 13 C’ to ’ wagon ‘ASDF 13 S’.

ASDY 14

12.01.1989 Reclassified from wagon ‘ASDY 14 L’ to ’ wagon ‘ASDF 14 E’.
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ASDY 15

20.12.1988 Reclassified from wagon ‘ASDY 15 U’ to ’ wagon ‘ASDF 15 N’.

ASDY 16

04.04.1990 Repair ‘VEHICLE SOLD’.

ASDY 17

12.01.1989 Reclassified from wagon ‘ASDY 17 P’ to ’ wagon ‘ASDF 17 X’.

ASDY 19

20.12.1988 Reclassified from wagon ‘ASDY 19 K’ to ’ wagon ‘ASDF 19 D’.

ASDY 23

20.12.1988 Reclassified from wagon ‘ASDY 23 K’ to ’ wagon ‘ASDF 23 D’.

ASDY 24

17.11.1987 Reclassified from wagon ‘ASDY 24 T’ to ’ wagon ‘ASDF 24 M’.

ASDY 26

12.01.1989 Reclassified from wagon ‘ASDY 26 Y’ to ’ wagon ‘ASDF 26 H’.

ASDY 27

17.11.1987 Reclassified from wagon ‘ASDY 27 A’ to ’ wagon ‘ASDF 27 Q’.

ASDY 29

21.12.1988 Reclassified from wagon ‘ASDY 29 S’ to ’ wagon ‘ASDF 29 L’.

ASDY 32

Details: wagon ‘ASDY 32 J’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $10780
Run Restriction: Trailing Load Restricted‘
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Diagram Book Page No.: CB S-8
Date Built: 12.01.1970
Operating System: ARHS
Intended Use: SHEEP
Remarks: W/O 15.10.88;SOLD TO ARHS 09.11.88
BSG Code: SBSX

Capacity of 200 sheep

Fleet Grp Code: AH
Return to Service Date: 09.11.1988
Due Triple Valve: 18.09.1988
Last Lift: 12.08.1986

ASDY 33

12.01.1989 Reclassified from wagon ‘ASDY 33 S’ to ’ wagon ‘ASDF 33 L’.

ASDY 34

20.12.1988 Reclassified from wagon ‘ASDY 34 E’ to ’ wagon ‘ASDF 34 U’.

ASDY 35

15.06.1989 Reclassified from wagon ‘ASDY 35 N’ to ’ wagon ‘ASDF 35 G’.

ASDY 36

11.07.1989 Reclassified from wagon ‘ASDY 36 W’ to ’ wagon ‘ASDF 36 P’.

ASDY 37

12.01.1989 Reclassified from wagon ‘ASDY 37 X’ to ’ wagon ‘ASDF 37 B’.

ASDY 38

01.03.1989 Reclassified from wagon ‘ASDY 38 R’ to ’ wagon ‘ASDF 38 K’.

ASDY 39

20.12.1988 Reclassified from wagon ‘ASDY 39 D’ to ’ wagon ‘ASDF 39 T’.

ASDY 40

26.06.1989 Reclassified from wagon ‘ASDY 40 W’ to ’ wagon ‘ASDF 40 P’.

ASDY 44

15.06.1989 Reclassified from wagon ‘ASDY 44 M’ to ’ wagon ‘ASDF 44 F’.
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ASDY 52

12.01.1989 Reclassified from wagon ‘ASDY 52 C’ to ’ wagon ‘ASDF 52 S’.

ASDY 53

27.06.1990 Reclassified from wagon ‘ASDY 53 L’ to ’ wagon ‘ASDF 53 E’.

ASDY 56

12.01.1989 Reclassified from wagon ‘ASDY 56 P’ to ’ wagon ‘ASDF 56 X’.

ASDY 57

20.12.1988 Reclassified from wagon ‘ASDY 57 B’ to ’ wagon ‘ASDF 57 R’.

ASDY 58

11.07.1989 Reclassified from wagon ‘ASDY 58 K’ to ’ wagon ‘ASDF 58 D’.

ASDY 60

21.12.1988 Reclassified from wagon ‘ASDY 60 P’ to ’ wagon ‘ASDF 60 X’.

ASDY 61

15.06.1989 Reclassified from wagon ‘ASDY 61 B’ to ’ wagon ‘ASDF 61 R’.

ASDY 62

12.01.1989 Reclassified from wagon ‘ASDY 62 K’ to ’ wagon ‘ASDF 62 D’.

ASDY 63

21.12.1988 Reclassified from wagon ‘ASDY 63 T’ to ’ wagon ‘ASDF 63 M’.

ASDY 69

15.06.1989 Reclassified from wagon ‘ASDY 69 E’ to ’ wagon ‘ASDF 69 U’.

ASDY 70

15.04.1988 Reclassified from wagon ‘ASDY 70 A’ to ’ wagon ‘ASDF 70 Q’.

ASDY 71

12.01.1989 Reclassified from wagon ‘ASDY 71 J’ to ’ wagon ‘ASDF 71 C’.

ASDY 73

12.01.1989 Reclassified from wagon ‘ASDY 73 E’ to ’ wagon ‘ASDF 73 U’.
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ASDY 75

12.01.1989 Reclassified from wagon ‘ASDY 75 W’ to ’ wagon ‘ASDF 75 P’.

ASDY 79

20.12.1988 Reclassified from wagon ‘ASDY 79 M’ to ’ wagon ‘ASDF 79 F’.

ASDY 80

20.12.1988 Reclassified from wagon ‘ASDY 80 X’ to ’ wagon ‘ASDF 80 B’.

ASDY 82

15.06.1989 Reclassified from wagon ‘ASDY 82 D’ to ’ wagon ‘ASDF 82 T’.

ASDY 83

11.07.1989 Reclassified from wagon ‘ASDY 83 M’ to ’ wagon ‘ASDF 83 F’.

ASDY 85

15.06.1989 Reclassified from wagon ‘ASDY 85 H’ to ’ wagon ‘ASDF 85 A’.

ASDY 86

12.01.1989 Reclassified from wagon ‘ASDY 86 Q’ to ’ wagon ‘ASDF 86 J’.

ASDY 87

12.01.1989 Reclassified from wagon ‘ASDY 87 C’ to ’ wagon ‘ASDF 87 S’.

2.151 Wagon classification starting with ‘AST’

AST 1

Details: wagon ‘AST 1 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $4680
Run Restriction: Train Speed Restriction when attached‘
Diagram Book Page No.: CB D-30
Date Built: 11.07.1966
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Operating System: AN
Intended Use: GENERAL
Remarks: EX SGBZ
BSG Code: DFZZ

Capacity of 26 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 22.01.1992
Due Triple Valve: 18.10.1991
Last Brake Cylinder: 18.10.1990

06.01.1987 Alteration complete ‘CONVERT 3 ONLY SGBZ‘S TO SHUNT TENDERS,
RECLASSIFY AST 1, 2 ,3. SGBZ TO BE SELECTED. (RS4106)’. New class: ‘AST’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1990 Repair ‘WHEEL SET’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.

AST 2

Details: wagon ‘AST 2 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $4680
Run Restriction: Train Speed Restriction when attached‘
Diagram Book Page No.: CB D-30
Date Built: 22.09.1966
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Operating System: AN
Intended Use: GENERAL
Remarks: EX SGBZ
BSG Code: DFZZ

Capacity of 27 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 05.11.1992
Due Triple Valve: 11.11.1993
Last Brake Cylinder: 11.11.1992
Last Single Car Test: 11.11.1992
Last Lift: 22.11.1986

06.01.1987 Alteration complete ‘CONVERT 3 ONLY SGBZ‘S TO SHUNT TENDERS,
RECLASSIFY AST 1, 2 ,3. SGBZ TO BE SELECTED. (RS4106)’. New class: ‘AST’.

22.06.1990 Repair ‘BRAKE BLOCK OTHER’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE SPRING’.
13.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.11.1992 Repair ‘END FRAME MEMBER’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘VEHICLE STENCILS’.

AST 3

Details: wagon ‘AST 3 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 33.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $4680
Run Restriction: Train Speed Restriction when attached‘
Diagram Book Page No.: CB D-30
Date Built: 19.12.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX SGBZ
BSG Code: DFZZ
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Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 17.10.1992
Last Brake Cylinder: 10.08.1992
Last Lift: 01.03.1981

06.01.1987 Alteration complete ‘CONVERT 3 ONLY SGBZ‘S TO SHUNT TENDERS,
RECLASSIFY AST 1, 2 ,3. SGBZ TO BE SELECTED. (RS4106)’. New class: ‘AST’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1989 Repair ‘WHEEL SET’.
01.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘GRAFFITI REMOVAL’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BRAKE BLOCK RB95’.
10.08.1992 Repair ‘BRAKE PULL ROD’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1992 Repair ‘SIDE COMPLETE’.

2.152 Wagon classification starting with ‘AT’

AT 1

25.09.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AT 2

22.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

AT 3

10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.153 Wagon classification starting with ‘ATA’

ATAL 4856

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATAL 4860

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 4868

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 4879

24.03.1987 Alteration complete ‘ALTERATION RS4072 IS CANCELLED. TANK CARS
TO BE RECLASSIFIED TO ATAL. NUMBERS ARE 4879K, 8435H, 8436Q, 8437C,
8443U, 8457S. PLACE ON ABXC BOGIES. ATAY. (RS4188)’. New class: ‘ATAL’.

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 4880

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 8433

Details: wagon ‘ATAL 8433 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 01.01.1952
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX TA;TANK LIFE 32 YEARS = 2020
BSG Code: FXTA

Capacity of 29500 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 08.12.1995
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 26.07.1993
Last Lift: 01.07.1983
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20.05.1988 Alteration complete ‘MANUFACTURE 4 TANK SHELLS (SULPHURIC
ACID) AND ASSOCIATED DETAILS AND MOUNT ON EXISTING
UNDERFRAMES. UPGRADE EXISTING AIR BRAKE EQUIPMENT WITH LARGER
CAPACITY AND FIT MINER HAND BRAKE. EXISTING CLASSIFICATIONS AND
NUMBERS TO BE RETAINED. FIT REVISED STIRRUP STEPS AND BRACKETS.
(RS4211)’.

18.10.1989 Repair ‘TANK WAG. SAFETY VALVE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
09.04.1990 Repair ‘TANK WAG. SAFETY VALVE’.
23.04.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
31.08.1990 Repair ‘TANK WAG. SAFETY VALVE’.
13.02.1991 Repair ‘TANK WAG. ADAPTOR’.
15.02.1991 Repair ‘TANK WAG. SAFETY VALVE’.
30.04.1991 Repair ‘TANK WAG. SAFETY VALVE’.
23.05.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
21.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
22.11.1991 Repair ‘TANK WAG. SAFETY VALVE’.
16.12.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.01.1992 Repair ‘SIDE STEP’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BRAKE PULL ROD’.
17.03.1992 Repair ‘END SILL’.
17.03.1992 Repair ‘HANDRAILS END’.
17.03.1992 Repair ‘LADDER’.
17.03.1992 Repair ‘SIDE SILL’.
17.03.1992 Repair ‘SIDE STEP’.
17.03.1992 Repair ‘TANK WAG. DE-GAS TANK’.
17.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.03.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
17.03.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
17.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
17.03.1992 Repair ‘TRANSOM’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARINGS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.05.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.06.1992 Repair ‘TANK WAG. SAFETY VALVE’.
01.09.1992 Repair ‘TANK WAG. SAFETY VALVE’.
27.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1992 Repair ‘VEHICLE STENCILS’.
27.09.1992 Repair ‘WHEEL SET’.
18.01.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
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18.01.1993 Repair ‘TANK WAG. SAFETY VALVE’.
17.02.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.02.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
18.03.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘TANK WAG. DE-GAS TANK’.
26.07.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
26.07.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.07.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
26.07.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
26.07.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
26.07.1993 Repair ‘TANK WAG. OVERFLOW PIPE’.
26.07.1993 Repair ‘TANK WAG. SAFETY VALVE’.
26.07.1993 Repair ‘TANK WAG. SKIRTING’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Repair ‘TANK WAG. SAFETY VALVE’.
16.11.1993 Repair ‘TANK WAG. SAFETY VALVE’.
10.01.1994 Repair ‘TANK WAG. SAFETY VALVE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.

ATAL 8434

Details: wagon ‘ATAL 8434 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 01.01.1952
Operating System: AN
Intended Use: ACID SULPHURIC
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Remarks: EX TA;TANK LIFE 32 YEARS=2020
BSG Code: FXTA

Capacity of 29500 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 26.04.1996
Last Brake Cylinder: 25.10.1991
Last Single Car Test: 03.06.1993
Last Lift: 01.06.1983

20.05.1988 Alteration complete ‘MANUFACTURE 4 TANK SHELLS (SULPHURIC
ACID) AND ASSOCIATED DETAILS AND MOUNT ON EXISTING
UNDERFRAMES. UPGRADE EXISTING AIR BRAKE EQUIPMENT WITH LARGER
CAPACITY AND FIT MINER HAND BRAKE. EXISTING CLASSIFICATIONS AND
NUMBERS TO BE RETAINED. FIT REVISED STIRRUP STEPS AND BRACKETS.
(RS4211)’.

24.01.1990 Repair ‘END HOSE’.
12.03.1990 Repair ‘TANK WAG. SAFETY VALVE’.
18.06.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.09.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.10.1990 Repair ‘TANK WAG. SAFETY VALVE’.
02.11.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.05.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
29.07.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
05.09.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE BEARINGS’.
06.09.1991 Repair ‘END BRAKE COCK’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
15.10.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.10.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
23.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1991 Repair ‘VEHICLE STENCILS’.
23.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.04.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
11.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
09.06.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
09.07.1992 Repair ‘TANK WAG. SAFETY VALVE’.
31.08.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.12.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
26.03.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
26.03.1993 Repair ‘TANK WAG. SAFETY VALVE’.
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03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘TANK WAG. DE-GAS TANK’.
03.06.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.06.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.06.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
03.06.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
03.06.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.06.1993 Repair ‘TANK WAG. OVERFLOW PIPE’.
03.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
03.06.1993 Repair ‘TANK WAG. SKIRTING’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Repair ‘STEP’.
10.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
14.09.1993 Repair ‘TANK WAG. SAFETY VALVE’.
21.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.
22.11.1993 Repair ‘TANK WAG. SAFETY VALVE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8435

09.07.1991 Reclassified from wagon ‘ATAL 8435 H’ to ’ wagon ‘AZFF 8435 K’.

ATAL 8436

Details: wagon ‘ATAL 8436 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 01.01.1952
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX ATAY;TANK LIFE 32 YEARS=2019
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BSG Code: FXTA

Capacity of 20450 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 22.05.1996
Due Triple Valve: 01.03.1988
Last Single Car Test: 17.01.1994
Last Lift: 25.03.1987

24.03.1987 Alteration complete ‘ALTERATION RS4072 IS CANCELLED. TANK CARS
TO BE RECLASSIFIED TO ATAL. NUMBERS ARE 4879K, 8435H, 8436Q, 8437C,
8443U, 8457S. PLACE ON ABXC BOGIES. ATAY. (RS4188)’. New class: ‘ATAL’.

31.10.1990 Repair ‘TANK WAG. DE-GAS TANK’.
31.10.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
31.10.1990 Repair ‘TANK WAG. TANK COMPLETE’.
01.03.1991 Repair ‘BODY COMPLETE’.
01.03.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
01.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
01.03.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
01.03.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
01.03.1991 Repair ‘TANK WAG. OVERFLOW PIPE’.
01.03.1991 Repair ‘TANK WAG. SAFETY VALVE’.
19.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.05.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
23.05.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
27.06.1991 Repair ‘TANK WAG. SAFETY VALVE’.
02.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.10.1991 Repair ‘VEHICLE STENCILS’.
05.12.1991 Repair ‘TANK WAG. SAFETY VALVE’.
18.12.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.01.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
28.01.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.04.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.05.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.05.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.05.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.06.1992 Repair ‘VEHICLE STENCILS’.
10.06.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.06.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘TANK WAG. ADAPTOR’.
07.10.1992 Repair ‘TANK WAG. DE-GAS TANK’.
07.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.

4175



2. TIMS GROUP INFORMATION - WAGONS

07.10.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
07.10.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
07.10.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
07.10.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
07.10.1992 Repair ‘TANK WAG. SAFETY VALVE’.
07.10.1992 Repair ‘TANK WAG. SKIRTING’.
07.10.1992 Repair ‘TANK WAG. STRAPS’.
07.10.1992 Repair ‘VEHICLE COMPLETE’.
07.10.1992 Repair ‘VEHICLE COMPLETE’.
22.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
18.08.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
18.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
17.01.1994 Repair ‘VEHICLE STENCILS’.
17.01.1994 Repair ‘WHEEL SET’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8437

Details: wagon ‘ATAL 8437 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.9tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9680
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 16.06.1953
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX ATAY;TANK LIFE 32 YEARS=2019
BSG Code: FXTA

Capacity of 20450 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 16.01.1996
Due Triple Valve: 01.02.1991
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 15.09.1993
Last Lift: 06.05.1986

24.03.1987 Alteration complete ‘ALTERATION RS4072 IS CANCELLED. TANK CARS
TO BE RECLASSIFIED TO ATAL. NUMBERS ARE 4879K, 8435H, 8436Q, 8437C,
8443U, 8457S. PLACE ON ABXC BOGIES. ATAY. (RS4188)’. New class: ‘ATAL’.

27.10.1989 Repair ‘STEP’.
27.02.1990 Repair ‘TANK WAG. SAFETY VALVE’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
21.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
29.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
26.03.1992 Repair ‘TANK WAG. DE-GAS TANK’.
26.03.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
26.03.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
26.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
26.03.1992 Repair ‘TANK WAG. STRAPS’.
26.03.1992 Repair ‘VEHICLE COMPLETE’.
26.03.1992 Repair ‘VEHICLE STENCILS’.
08.04.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.01.1993 Repair ‘TANK WAG. SAFETY VALVE’.
12.01.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
11.03.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
26.04.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘TANK WAG. DE-GAS TANK’.
15.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
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15.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.09.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
15.09.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
15.09.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
15.09.1993 Repair ‘TANK WAG. OVERFLOW PIPE’.
15.09.1993 Repair ‘TANK WAG. SAFETY VALVE’.
15.09.1993 Repair ‘TANK WAG. SKIRTING’.
15.09.1993 Repair ‘TANK WAG. STRAPS’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Repair ‘LADDER’.
09.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.01.1994 Repair ‘TANK WAG. SAFETY VALVE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8438

Details: wagon ‘ATAL 8438 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 19.3tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 01.01.1952
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX TA;TANK LIFE 32 YEARS=2019
BSG Code: FXTA

Capacity of 20450 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 21.05.1996
Due Triple Valve: 01.02.1991
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 21.12.1993
Last Lift: 01.03.1987
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10.05.1991 Repair ‘TANK WAG. OVERFLOW PIPE’.
23.05.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
26.07.1991 Repair ‘TANK WAG. TANK COMPLETE’.
02.10.1991 Repair ‘TANK WAG. ADAPTOR’.
02.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘VEHICLE STENCILS’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BEARINGS’.
13.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
19.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
02.09.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.01.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
26.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BRAKE LEVER’.
18.10.1993 Repair ‘BRANCH PIPE’.
18.10.1993 Repair ‘TOP CENTRE PLATE’.
18.10.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘TANK WAG. DE-GAS TANK’.
21.12.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
21.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.12.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
21.12.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
21.12.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
21.12.1993 Repair ‘TANK WAG. OVERFLOW PIPE’.
21.12.1993 Repair ‘TANK WAG. SAFETY VALVE’.
21.12.1993 Repair ‘TANK WAG. SKIRTING’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8440

Details: wagon ‘ATAL 8440 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 22.06.1953
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX TA;TANK LIFE 32 YEARS=2019
BSG Code: FXTA

Capacity of 20450 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 16.01.1996
Due Triple Valve: 01.07.1992
Last Single Car Test: 22.12.1992
Last Lift: 01.07.1982

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘CARD OR CLIP HOLDER’.
11.05.1990 Repair ‘END SILL’.
11.05.1990 Repair ‘FLOOR SHEETING’.
11.05.1990 Repair ‘LADDER’.
11.05.1990 Repair ‘SIDE SILL’.
11.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.10.1991 Repair ‘VEHICLE STENCILS’.
29.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
28.01.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.02.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.03.1992 Repair ‘TANK WAG. ADAPTOR’.
13.05.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
04.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.06.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘TANK WAG. DE-GAS TANK’.
22.12.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.12.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
22.12.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
22.12.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
22.12.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
22.12.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.12.1992 Repair ‘TANK WAG. SKIRTING’.
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22.12.1992 Repair ‘TANK WAG. TANK COMPLETE’.
20.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
27.10.1993 Repair ‘TANK WAG. SAFETY VENT’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8441

Details: wagon ‘ATAL 8441 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 01.01.1952
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX TA;TANK LIFE 32 YEARS = 2020
BSG Code: FXTA

Capacity of 29500 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 12.03.1996
Last Single Car Test: 26.08.1993
Last Lift: 10.08.1982

20.05.1988 Alteration complete ‘MANUFACTURE 4 TANK SHELLS (SULPHURIC
ACID) AND ASSOCIATED DETAILS AND MOUNT ON EXISTING
UNDERFRAMES. UPGRADE EXISTING AIR BRAKE EQUIPMENT WITH LARGER
CAPACITY AND FIT MINER HAND BRAKE. EXISTING CLASSIFICATIONS AND
NUMBERS TO BE RETAINED. FIT REVISED STIRRUP STEPS AND BRACKETS.
(RS4211)’.

15.06.1990 Repair ‘TANK WAG. SAFETY VALVE’.
08.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.11.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.11.1990 Repair ‘TANK WAG. SAFETY VALVE’.
22.01.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
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25.01.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
19.04.1991 Repair ‘TANK WAG. SAFETY VALVE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
13.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
11.10.1991 Repair ‘TANK WAG. ADAPTOR’.
11.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
13.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
06.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.09.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
04.09.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
04.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
04.09.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
04.09.1992 Repair ‘TANK WAG. SAFETY VALVE’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
11.09.1992 Repair ‘TANK WAG. ADAPTOR’.
09.12.1992 Repair ‘TANK WAG. SAFETY VALVE’.
09.02.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.04.1993 Repair ‘TANK WAG. SAFETY VALVE’.
19.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BEARINGS’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
02.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.07.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.07.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.07.1993 Repair ‘TANK WAG. SAFETY VALVE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
23.08.1993 Repair ‘TANK WAG. SAFETY VENT’.
26.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
21.09.1993 Repair ‘TANK WAG. SAFETY VALVE’.
29.09.1993 Repair ‘TANK WAG. ADAPTOR’.
25.11.1993 Repair ‘TANK WAG. SAFETY VALVE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
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ATAL 8443

24.03.1987 Alteration complete ‘ALTERATION RS4072 IS CANCELLED. TANK CARS
TO BE RECLASSIFIED TO ATAL. NUMBERS ARE 4879K, 8435H, 8436Q, 8437C,
8443U, 8457S. PLACE ON ABXC BOGIES. ATAY. (RS4188)’. New class: ‘ATAL’.

20.05.1988 Alteration complete ‘MANUFACTURE 4 TANK SHELLS (SULPHURIC
ACID) AND ASSOCIATED DETAILS AND MOUNT ON EXISTING
UNDERFRAMES. UPGRADE EXISTING AIR BRAKE EQUIPMENT WITH LARGER
CAPACITY AND FIT MINER HAND BRAKE. EXISTING CLASSIFICATIONS AND
NUMBERS TO BE RETAINED. FIT REVISED STIRRUP STEPS AND BRACKETS.
(RS4211)’.

20.10.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.03.1990 Repair ‘VEHICLE STENCILS’.
01.05.1990 Repair ‘TANK WAG. SAFETY VALVE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE SPRING’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Repair ‘WHEEL SET’.
12.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.10.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
08.11.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.11.1990 Repair ‘TANK WAG. SAFETY VALVE’.
28.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.07.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
08.08.1991 Repair ‘TANK WAG. ADAPTOR’.
08.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
20.08.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.08.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.09.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
15.10.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
29.01.1992 Repair ‘TANK WAG. SAFETY VALVE’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE STENCILS’.
16.04.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.06.1992 Repair ‘TANK WAG. SAFETY VALVE’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE ADAPTER’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
28.07.1992 Repair ‘WHEEL SET’.
14.08.1992 Repair ‘TANK WAG. SAFETY VALVE’.
18.11.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.12.1992 Repair ‘TANK WAG. ADAPTOR’.
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22.12.1992 Repair ‘TANK WAG. SAFETY VALVE’.
09.02.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
18.02.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 8445

25.07.1991 Reclassified from wagon ‘ATAL 8445 P’ to ’ wagon ‘AZFF 8445 S’.

ATAL 8448

Details: wagon ‘ATAL 8448 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.1tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $4440
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-8
Date Built: 20.07.1956
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX TA;TANK LIFE 32 YEARS=2019
BSG Code: FXTA

Capacity of 20450 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 10.01.1996
Due Triple Valve: 22.12.1993
Last Triple Valve: 11.05.1993
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 22.12.1992
Last Lift: 01.07.1983

06.10.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.02.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.02.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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26.07.1990 Repair ‘VEHICLE STENCILS’.
11.12.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.07.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.09.1991 Repair ‘TANK WAG. DE-GAS TANK’.
27.09.1991 Repair ‘TANK WAG. HYDROSTATIC TEST’.
27.09.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
27.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
27.09.1991 Repair ‘TANK WAG. TANK COMPLETE’.
15.10.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE BEARINGS’.
13.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.12.1992 Repair ‘TANK WAG. DE-GAS TANK’.
22.12.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.12.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
22.12.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
22.12.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
22.12.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
22.12.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.12.1992 Repair ‘TANK WAG. SKIRTING’.
22.12.1992 Repair ‘TANK WAG. TANK COMPLETE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8452

Details: wagon ‘ATAL 8452 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 19.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-11
Date Built: 24.08.1956
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: EX TA;TANK LIFE 32 YEARS=2019
BSG Code: FXTA

Capacity of 20450 litres

Corporate ID flag: Y
Fleet Grp Code: AG SZ WC
Return to Service Date: 10.01.1996
Due Triple Valve: 02.07.1988
Last Single Car Test: 03.03.1993
Last Lift: 01.11.1982

12.10.1989 Repair ‘VEHICLE STENCILS’.
12.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
16.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.12.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
13.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
23.05.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.06.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.06.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.07.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
15.10.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
20.11.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.11.1991 Repair ‘TANK WAG. SAFETY VALVE’.
13.12.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.12.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
20.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.10.1992 Repair ‘TANK WAG. SAFETY VALVE’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘TANK WAG. DE-GAS TANK’.
03.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.03.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.03.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
03.03.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
03.03.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.03.1993 Repair ‘TANK WAG. OVERFLOW PIPE’.
03.03.1993 Repair ‘TANK WAG. SAFETY VALVE’.
03.03.1993 Repair ‘TANK WAG. SKIRTING’.
05.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
29.07.1993 Repair ‘STEP’.
29.07.1993 Repair ‘STEP’.
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09.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
08.09.1993 Repair ‘TANK WAG. SAFETY VALVE’.
13.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1994 Repair ‘TANK WAG. SAFETY VALVE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.

ATAL 8453

23.06.1988 Reclassified from wagon ‘ATAL 8453 F’ to ’ wagon ‘AZFF 8453 X’.

ATAL 8454

09.07.1991 Reclassified from wagon ‘ATAL 8454 Y’ to ’ wagon ‘AZFF 8454 R’.

ATAL 8456

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 8457

24.03.1987 Alteration complete ‘ALTERATION RS4072 IS CANCELLED. TANK CARS
TO BE RECLASSIFIED TO ATAL. NUMBERS ARE 4879K, 8435H, 8436Q, 8437C,
8443U, 8457S. PLACE ON ABXC BOGIES. ATAY. (RS4188)’. New class: ‘ATAL’.

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 8458

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 8459

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘ATAX 8459 P’
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 8460

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATAL 9004

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ATAL 9043

25.07.1991 Reclassified from wagon ‘ATAL 9043 V’ to ’ wagon ‘AZFF 9043 B’.

ATAX 8459

30.10.1989 Repair ‘STEP’.
04.09.1991 Reclassified from wagon ‘ATAX 8459 P’ to ’ wagon ‘ATAL 8459 N’.

ATAY 4879

09.10.1987 Reclassified from wagon ‘ATAY 4879 Q’ to ’ wagon ‘ATAL 4879 K’.

ATAY 8436

25.03.1987 Reclassified from wagon ‘ATAY 8436 W’ to ’ wagon ‘ATAL 8436 Q’.

ATAY 8437

10.01.1989 Reclassified from wagon ‘ATAY 8437 X’ to ’ wagon ‘ATAL 8437 C’.

ATAY 8443

17.01.1989 Reclassified from wagon ‘ATAY 8443 D’ to ’ wagon ‘ATAL 8443 U’.

2.154 Wagon classification starting with ‘ATB’

ATBL 27

12.10.1988 Alteration complete ‘RECLASSIFY ‘TOA 27’ TO ‘ATBL 27’ - REFER RS4237.
(RS3080)’. New class: ‘ATBL’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TOA 27 R’
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ATBL 101

24.01.1990 Reclassified from wagon ‘ATBL 101 T’ to ’ wagon ‘ATBY 101 C’.

ATBL 102

08.01.1990 Reclassified from wagon ‘ATBL 102 F’ to ’ wagon ‘ATBY 102 L’.
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ATBL 103

Details: wagon ‘ATBL 103 Y’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-63
Date Built: 01.01.1970
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TC;PROP.OF B.P.
BSG Code: FXTP

Capacity of 48400 litres

Fleet Grp Code: AG UZ UB
Return to Service Date: 28.02.1992
Last Single Car Test: 18.12.1989

12.10.1988 Alteration complete ‘RECLASSIFY ‘TC 103’ TO ‘ATBL 103’ - REFER RS4237.
(RS3095)’. New class: ‘ATBL’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘TC 103 Y’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRANCH PIPE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘END HOSE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
10.01.1994 Alteration ‘CONVERT 2 ‘ATBL’ TO HI-SPEED RUNNING FOR USE ON

ALICE SPRINGS CORRIDOR RECLASSIFY TO ‘ATBY’ & RESTENCIL. ATBL 103 &
8498. (RS4839)’. New class: ‘ATBY’.

ATBL 441

18.11.1988 Reclassified from wagon ‘ATBL 441 D’ to ’ wagon ‘ATBY 441 J’.
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ATBL 442

16.08.1989 Reclassified from wagon ‘ATBL 442 M’ to ’ wagon ‘ATBY 442 S’.

ATBL 443

16.11.1988 Reclassified from wagon ‘ATBL 443 V’ to ’ wagon ‘ATBY 443 E’.

ATBL 444

27.07.1989 Reclassified from wagon ‘ATBL 444 H’ to ’ wagon ‘ATBY 444 N’.

ATBL 2038

01.03.1990 Reclassified from wagon ‘ATBL 2038 T’ to ’ wagon ‘ATBY 2038 C’.

ATBL 2039

23.02.1990 Reclassified from wagon ‘ATBL 2039 F’ to ’ wagon ‘ATBY 2039 L’.

ATBL 2040

07.08.1989 Reclassified from wagon ‘ATBL 2040 B’ to ’ wagon ‘ATBY 2040 H’.

ATBL 7216

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.01.1993 Reclassified from wagon ‘ATBL 7216 G’ to ’ wagon ‘VTQX 710 N’.

ATBL 7222

16.11.1988 Reclassified from wagon ‘ATBL 7222 B’ to ’ wagon ‘ATBY 7222 H’.

ATBL 7233

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
06.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1993 Reclassified from wagon ‘ATBL 7233 S’ to ’ wagon ‘VTQX 711 W’.

ATBL 7235

16.11.1988 Reclassified from wagon ‘ATBL 7235 N’ to ’ wagon ‘ATBY 7235 T’.
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ATBL 7244

10.08.1989 Reclassified from wagon ‘ATBL 7244 M’ to ’ wagon ‘ATBY 7244 S’.

ATBL 7245

23.08.1989 Reclassified from wagon ‘ATBL 7245 V’ to ’ wagon ‘ATBY 7245 E’.

ATBL 8473

02.06.1989 Reclassified from wagon ‘ATBL 8473 B’ to ’ wagon ‘ATBY 8473 H’.

ATBL 8474

12.12.1989 Reclassified from wagon ‘ATBL 8474 K’ to ’ wagon ‘ATBY 8474 Q’.

ATBL 8488

Details: wagon ‘ATBL 8488 X’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-36
Date Built: 01.10.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBY;PROPERTY OF B.P.
BSG Code: FSTP

Capacity of 46500 litres

Fleet Grp Code: AG UZ UA CN CM CT
Return to Service Date: 30.03.1995
Last Brake Cylinder: 02.06.1992
Last Single Car Test: 01.09.1989

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.
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01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BEARERS’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1989 Repair ‘SIDE BEARER’.
01.09.1989 Repair ‘STEP’.
01.09.1989 Repair ‘TANK WAG. TANK COMPLETE’.
01.09.1989 Repair ‘TRAIN PIPE (END)’.
01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBY 8488 Y’
07.03.1990 Repair ‘BRANCH PIPE’.
07.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBY 8488 Y’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘TRAIN PIPE (END)’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBY 8488 Y’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘SIDE STEP’.
16.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘BRAKE PULL ROD’.
10.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
17.03.1991 Repair ‘LADDER’.
17.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBY 8488 Y’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BRAKE PULL ROD’.
02.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1992 Repair ‘TANK WAG. SAFETY VALVE’.
02.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBY 8488 Y’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBY 8488 Y’
27.03.1995 Alteration complete ‘REMOVE HIGH SPEED BOGIES FROM ATBY8488
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AND FIT EXCHANGE TYPE BOGIES & RECLASSIFY WAGON TO ATBL8488X.
ATBY8488 (RS4897)’. New class: ‘ATBL’.

30.03.1995 Repair ‘BOGIE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE RECLASSIFY’.
30.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBY 8488 Y’

ATBL 8492

09.08.1991 Reclassified from wagon ‘ATBL 8492 X’ to ’ wagon ‘ATBY 8492 Y’.

ATBL 8495

24.07.1989 Reclassified from wagon ‘ATBL 8495 M’ to ’ wagon ‘ATBY 8495 S’.

ATBL 8497

16.08.1989 Reclassified from wagon ‘ATBL 8497 H’ to ’ wagon ‘ATBY 8497 N’.

ATBL 8498

Details: wagon ‘ATBL 8498 Q’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 249
Date Built: 04.09.1973
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TOH;PROPERTY OF BP
BSG Code: FXTP

Capacity of 45460 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UB
Return to Service Date: 05.01.1994
Last Single Car Test: 17.05.1989
Last Lift: 28.08.1987

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.
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13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRAKE BLOCK RB95’.
13.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1994 Repair ‘STEP’.
10.01.1994 Alteration ‘CONVERT 2 ‘ATBL’ TO HI-SPEED RUNNING FOR USE ON

ALICE SPRINGS CORRIDOR RECLASSIFY TO ‘ATBY’ & RESTENCIL. ATBL 103 &
8498. (RS4839)’. New class: ‘ATBY’.

ATBY 101

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

23.01.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘SIDE BEARER’.
24.01.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.01.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
24.01.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
24.01.1990 Repair ‘TANK WAG. SAFETY VALVE’.
24.01.1990 Repair ‘VEHICLE RECLASSIFY’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 101 T’
27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ATBY 102

12.09.1985 Alteration complete ‘FIT JACKING PADS AND MULTIPLE HOLE PULL
RODS TO RAIL TANK CARS A/C: B.P. AUSTRALIA PROVIDE EXCHANGE BOGIES.
TANKERS STCC 102, 103,ATBY 2039. RECLASSIFY TO ATBL 102F, 103Y, 2039F.
(RS4069)’. New class: ‘ATBL’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE COMPLETE’.
08.01.1990 Repair ‘BRAKE PULL ROD’.
08.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1990 Repair ‘SIDE BEARER’.
08.01.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
08.01.1990 Repair ‘TANK WAG. TANK COMPLETE’.
08.01.1990 Repair ‘VEHICLE RECLASSIFY’.
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08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATBL 102 F’

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

ATBY 441

Details: wagon ‘ATBY 441 J’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 24.4tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-35
Date Built: 01.01.1981
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;EX V.R.TQY,PROPERTY OF B.P.
BSG Code: FBTP

Capacity of 45779 litres

Fleet Grp Code: AG AN UZ UB
Return to Service Date: 21.07.1993
Last Triple Valve: 10.07.1992
Last Brake Cylinder: 16.07.1992
Last Single Car Test: 21.11.1989
Last Lift: 30.01.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BEARERS’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE WEAR PLATES’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRANCH PIPE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE WEAR PLATES’.
13.03.1991 Repair ‘SIDE STEP’.
20.05.1991 Repair ‘SIDE STEP’.
27.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
27.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
28.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE PULL ROD’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1992 Repair ‘BRANCH PIPE’.
10.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER COMPLETE’.
21.07.1993 Repair ‘HOSE FITTINGS’.
21.07.1993 Repair ‘WEAR PLATES & SADDLES’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATBY 442

Details: wagon ‘ATBY 442 S’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-35
Date Built: 01.01.1981
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;EX V.R.TQY,PROPERTY OF B.P.
BSG Code: FSTP

Capacity of 45690 litres

Fleet Grp Code: AG UZ UA CN CM CT
Return to Service Date: 26.08.1996
Due Triple Valve: 01.01.1997
Last Single Car Test: 04.12.1989
Last Lift: 10.05.1987
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23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1989 Repair ‘SIDE BEARER’.
16.08.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.08.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
16.08.1989 Repair ‘TANK WAG. SAFETY VALVE’.
16.08.1989 Repair ‘TANK WAG. TANK COMPLETE’.
16.08.1989 Repair ‘VEHICLE RECLASSIFY’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 442 M’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BEARERS’.
18.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘SIDE STEP’.
26.04.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘WEAR PLATES & SADDLES’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.06.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
23.08.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘BRANCH PIPE’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘SIDE MEMBER’.
27.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
27.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
28.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
12.12.1993 Repair ‘VEHICLE STENCILS’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
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23.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

ATBY 443

Details: wagon ‘ATBY 443 E’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-35
Date Built: 01.01.1981
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;EX VTQY;PROPERTY OF B.P.
BSG Code: FBTP

Capacity of 45710 litres

Fleet Grp Code: AG UZ UA CN CM CT
Return to Service Date: 16.08.1996
Last Single Car Test: 26.11.1993
Last Lift: 09.02.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
21.02.1992 Repair ‘VEHICLE COMPLETE’.
26.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BEARINGS’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘ISOLATING COCK’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
22.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

ATBY 444

Details: wagon ‘ATBY 444 N’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
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Length Over Headstocks: 11.6m
Tare Weight: 24.1tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-35
Date Built: 01.01.1981
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;EX VTQY;PROPERTY OF B.P.
BSG Code: FBTP

Capacity of 45825 litres

Fleet Grp Code: AG UZ UB
Return to Service Date: 22.06.1993
Due Triple Valve: 13.03.1990
Last Brake Cylinder: 02.02.1988
Last Single Car Test: 18.12.1989
Last Lift: 13.02.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
27.07.1989 Repair ‘SIDE STEP’.
27.07.1989 Repair ‘TANK WAG. SAFETY VALVE’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 444 H’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRANCH PIPE’.
18.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘BRANCH PIPE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BEARERS’.
15.06.1990 Repair ‘SIDE BEARER’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.01.1991 Repair ‘BRAKE BLOCK RB95’.
14.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
21.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE BEARERS’.
02.06.1992 Repair ‘SIDE BEARER’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘WHEEL SET’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BEARERS’.
22.06.1993 Repair ‘SIDE BEARER’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATBY 2038

Details: wagon ‘ATBY 2038 C’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 29.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 249
Date Built: 09.10.1964
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROPERTY OF BP
BSG Code: FBTP

Capacity of 47000 litres

Corporate ID flag: Y
Fleet Grp Code: UZ AG UA CN CM CT
Return to Service Date: 26.08.1996
Last Brake Cylinder: 02.03.1990
Last Single Car Test: 06.04.1992
Last Lift: 15.08.1984

26.08.1987 Alteration complete ‘RECLASSIFY TO ATBL 2038T. FIT ABXC BOGIES.
ATBY 2038 (RS4218)’.
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23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

11.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBL 2038 T’
03.12.1989 Repair ‘BRAKE BLOCK RB95’.
03.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATBL 2038 T’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE BEARERS’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘BRANCH PIPE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘SIDE BEARER’.
01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 2038 T’
10.03.1990 Repair ‘END HOSE’.
21.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.08.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
21.08.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
21.08.1990 Repair ‘TANK WAG. SAFETY VALVE’.
21.08.1990 Repair ‘TANK WAG. TANK COMPLETE’.
23.08.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1991 Repair ‘TRAIN PIPE’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE LEVER’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘END BRAKE COCK’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.04.1992 Repair ‘BRANCH PIPE’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BRAKE PULL ROD’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BRAKE LEVER’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘TANK WAG. SAFETY VALVE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
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05.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

ATBY 2039

Details: wagon ‘ATBY 2039 L’ in AN ‘Mainland Division’.

Owner: B.P
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 249
Date Built: 11.12.1968
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROPERTY OF B.P
BSG Code: FBTP

Capacity of 45190 litres

Fleet Grp Code: AG AN UZ UB
Return to Service Date: 29.04.1993
Last Single Car Test: 23.02.1990
Last Lift: 18.10.1982

12.09.1985 Alteration complete ‘FIT JACKING PADS AND MULTIPLE HOLE PULL
RODS TO RAIL TANK CARS A/C: B.P. AUSTRALIA PROVIDE EXCHANGE BOGIES.
TANKERS STCC 102, 103,ATBY 2039. RECLASSIFY TO ATBL 102F, 103Y, 2039F.
(RS4069)’. New class: ‘ATBL’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.
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17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRANCH PIPE’.
09.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATBL 2039 F’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE BEARERS’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘SIDE BEARER’.
23.02.1990 Repair ‘TOP CENTRE PLATE’.
23.02.1990 Repair ‘VEHICLE RECLASSIFY’.
23.02.1990 Repair ‘WEAR PLATES & SADDLES’.
23.02.1990 Repair ‘YOKE CARRIER’.
23.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 2039 F’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE WEAR PLATES’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘TRAIN PIPE (END)’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘LADDER’.
21.11.1991 Repair ‘SIDE BOARDS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘ISOLATING COCK’.
06.04.1992 Repair ‘TRAIN PIPE’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘TANK WAG. SAFETY VALVE’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BRAKE LEVER’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.11.1992 Repair ‘HANDRAILS END’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BEARERS’.
17.02.1993 Repair ‘BRAKE BLOCK RB95’.
17.02.1993 Repair ‘SIDE BEARER’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BRAKE LEVER’.
15.04.1993 Repair ‘LADDER’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE PULL ROD’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ATBY 2040

Details: wagon ‘ATBY 2040 H’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 249
Date Built: 29.11.1968
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROPERTY OF BP
BSG Code: FBTP

Capacity of 44370 litres

Fleet Grp Code: AG UZ UB
Return to Service Date: 09.07.1993
Last Brake Cylinder: 07.08.1989
Last Single Car Test: 07.08.1989
Last Lift: 16.05.1979

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

07.08.1989 Repair ‘VEHICLE RECLASSIFY’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 2040 B’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BEARERS’.
13.03.1990 Repair ‘SIDE BEARER’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE WEAR PLATES’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘LADDER’.
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20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘HOSE FITTINGS’.
20.08.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.08.1992 Repair ‘TRAIN PIPE’.
22.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRAKE PULL ROD’.
09.07.1993 Repair ‘HOSE FITTINGS’.
09.07.1993 Repair ‘TRAIN PIPE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATBY 7222

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

29.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1993 Reclassified from wagon ‘ATBY 7222 H’ to ’ wagon ‘VTQX 706 N’.

ATBY 7235

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

13.01.1993 Reclassified from wagon ‘ATBY 7235 T’ to ’ wagon ‘VTQX 707 W’.

ATBY 7244

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘SIDE BEARER’.
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10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Repair ‘YOKE COMPLETE’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 7244 M’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘ISOLATING COCK’.
13.01.1993 Reclassified from wagon ‘ATBY 7244 S’ to ’ wagon ‘VTQX 708 X’.

ATBY 7245

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘SIDE BEARER’.
23.08.1989 Repair ‘TANK WAG. TANK COMPLETE’.
23.08.1989 Repair ‘VEHICLE RECLASSIFY’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 7245 V’
31.08.1989 Repair ‘VEHICLE COMPLETE’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BEARERS’.
15.03.1990 Repair ‘SIDE BEARER’.
15.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.05.1990 Repair ‘BRAKE LEVER’.
14.05.1990 Repair ‘BRAKE PULL ROD’.
12.06.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1990 Repair ‘SIDE BEARER’.
27.06.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BEARERS’.
14.06.1991 Repair ‘BOGIE BEARERS’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘SIDE BEARER’.
14.06.1991 Repair ‘SIDE BEARER’.
13.01.1993 Reclassified from wagon ‘ATBY 7245 E’ to ’ wagon ‘VTQX 709 R’.

ATBY 8469

21.02.1991 Reclassified from wagon ‘ATBY 8469 H’ to ’ wagon ‘AFTL 8469 E’.

4207



2. TIMS GROUP INFORMATION - WAGONS

ATBY 8473

Details: wagon ‘ATBY 8473 H’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-39
Date Built: 09.02.1965
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL,PROPERTY OF B.P.
BSG Code: FBTP

Capacity of 47279 litres

Fleet Grp Code: AG UZ UB
Return to Service Date: 27.07.1992
Due Triple Valve: 15.06.1988
Last Single Car Test: 05.06.1989
Last Lift: 25.10.1985

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘TANK WAG. SAFETY VALVE’.
27.07.1992 Repair ‘VEHICLE RENUMBERED’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATBY 8474

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.12.1989 Repair ‘BRANCH PIPE’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1989 Repair ‘SIDE BEARER’.
12.12.1989 Repair ‘TANK WAG. HYDROSTATIC TEST’.
12.12.1989 Repair ‘TANK WAG. SAFETY VALVE’.
12.12.1989 Repair ‘TANK WAG. TANK COMPLETE’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 8474 K’
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATBY 8488

30.03.1995 Reclassified from wagon ‘ATBY 8488 Y’ to ’ wagon ‘ATBL 8488 X’.

ATBY 8492

Details: wagon ‘ATBY 8492 Y’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 249
Date Built: 06.09.1973
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL,PROPERTY OF BP
BSG Code: FBTP

Capacity of 45460 litres

Corporate ID flag: Y
Fleet Grp Code: AG UB UZ
Return to Service Date: 22.06.1993
Last Brake Cylinder: 09.08.1991
Last Single Car Test: 27.06.1989
Last Lift: 11.02.1987

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATBL 8492 X’
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19.07.1991 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS TO BOGIES
AND RESILIENT SIDEBEARERS TO UNDERFRAME OF ATBL 8492 TANKI
WAGON IN ACCORDANCE WITH ME STANDARD R 31. RECLASSIFY WAGON
‘ATBY’ AND STENCIL FOR ‘110 KM/H’ TRAFFIC. ATBL 8492. (RS4622)’. New
class: ‘ATBY’.

09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1991 Repair ‘BRAKE PULL ROD’.
09.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1991 Repair ‘SIDE BEARER’.
09.08.1991 Repair ‘STEP’.
09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATBL 8492 X’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘HOSE FITTINGS’.
22.06.1993 Repair ‘TRAIN PIPE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATBY 8495

Details: wagon ‘ATBY 8495 S’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-36
Date Built: 01.01.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROPERTY OF BP
BSG Code: FBTP

Capacity of 45515 litres

Fleet Grp Code: AG UZ UA CN CM CT
Return to Service Date: 03.11.1995
Last Single Car Test: 26.11.1993
Last Lift: 05.02.1987
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23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘CARD OR CLIP HOLDER’.
24.07.1989 Repair ‘SIDE BEARER’.
24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 8495 M’
27.03.1990 Repair ‘RELAY VALVE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRANCH PIPE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.06.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1990 Repair ‘YOKE CARRIER’.
21.06.1990 Repair ‘YOKE COMPLETE’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRANCH PIPE’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘ISOLATING COCK’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘END BOARDS’.
24.11.1993 Repair ‘ISOLATING COCK’.
24.11.1993 Repair ‘TRAIN PIPE (END)’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
05.12.1993 Repair ‘BOGIE SIDEFRAME’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.

ATBY 8497

Details: wagon ‘ATBY 8497 N’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 11m
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Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-39
Date Built: 18.12.1959
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROP. OF B.P.
BSG Code: FSTP

Capacity of 45800 litres

Fleet Grp Code: AG UZ UA CN CM CT
Return to Service Date: 11.10.1995
Last Brake Cylinder: 06.03.1992
Last Single Car Test: 06.03.1992
Last Lift: 16.05.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 19 NO. ‘ATBL’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATBY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATBL, ATBY (RS4339)’. New class: ‘ATBY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘SIDE BEARER’.
16.08.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.08.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
16.08.1989 Repair ‘TANK WAG. SAFETY VALVE’.
16.08.1989 Repair ‘TANK WAG. TANK COMPLETE’.
16.08.1989 Repair ‘TOP CENTRE PLATE’.
16.08.1989 Repair ‘VEHICLE RECLASSIFY’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATBL 8497 H’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘DOOR FRAME’.
27.02.1990 Repair ‘END BRAKE COCK’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1990 Repair ‘RELAY VALVE’.
14.08.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘SIDE STEP’.
28.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
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02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1992 Repair ‘VEHICLE STENCILS’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘ISOLATING COCK’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BRANCH PIPE’.
01.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1993 Repair ‘HOSE FITTINGS’.
15.12.1993 Repair ‘VEHICLE STENCILS’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

2.155 Wagon classification starting with ‘ATC’

ATCA 8496

18.09.1987 Reclassified from wagon ‘ATCA 8496 D’ to ’ wagon ‘ATCL 8496 B’.

ATCL 1650

Details: wagon ‘ATCL 1650 C’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.1tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 246
Date Built: 20.06.1960
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TOE,PROPERTY OF CALTEX
BSG Code: FXTP
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Capacity of 45460 litres

Fleet Grp Code: AG WI
Return to Service Date: 17.10.1989
Last Lift: 10.09.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘BRANCH PIPE’.

ATCL 4022

14.09.1987 Alteration complete ‘FIT MULTI-HOLE PULLRODS. RECLASSIFY TO
ATCL 4022S, 4024N, 4048T. PLACE ON ABXC BOGIES. ATCY 4022B, 4024T,
4048C. (RS4222)’. New class: ‘ATCL’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

08.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1992 Reclassified from wagon ‘ATCL 4022 S’ to ’ wagon ‘NTAF 4022 B’.

ATCL 4024

14.09.1987 Alteration complete ‘FIT MULTI-HOLE PULLRODS. RECLASSIFY TO
ATCL 4022S, 4024N, 4048T. PLACE ON ABXC BOGIES. ATCY 4022B, 4024T,
4048C. (RS4222)’. New class: ‘ATCL’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.03.1992 Reclassified from wagon ‘ATCL 4024 N’ to ’ wagon ‘NTAF 4024 T’.

ATCL 4048

14.09.1987 Alteration complete ‘FIT MULTI-HOLE PULLRODS. RECLASSIFY TO
ATCL 4022S, 4024N, 4048T. PLACE ON ABXC BOGIES. ATCY 4022B, 4024T,
4048C. (RS4222)’. New class: ‘ATCL’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

19.07.1989 Repair ‘END BRAKE COCK’.
10.03.1992 Reclassified from wagon ‘ATCL 4048 T’ to ’ wagon ‘NTAF 4048 C’.

ATCL 4869

Details: wagon ‘ATCL 4869 X’ in AN ‘Mainland Division’.

Owner: CALTEX
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 23.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $1170
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-21
Date Built: 26.11.1929
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATCY;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 40823 litres

Fleet Grp Code: WI AG
Return to Service Date: 08.01.1989
Last Lift: 29.06.1984

21.02.1986 Alteration complete ‘RECLASSIFY CALTEX TANK CARS CLASS ‘TCA’ TO
‘ATCY’ NUMBERS 4869-Y, 4870-K, 8489-D, 8494-M, 8496-H. (RS4096)’.

14.09.1987 Alteration complete ‘FIT MULTI-HOLE PULLRODS. RECLASSIFY TO
ATCL 4869X. PLACE ON ABXC BOGIES. ATCY 4869Y. (RS4223)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATCL 4870

Details: wagon ‘ATCL 4870 E’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $1170
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-21
Date Built: 26.11.1929
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATCY;PROPERTY OF CALTEX
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BSG Code: FXTP

Capacity of 40870 litres

Fleet Grp Code: WI AG
Return to Service Date: 04.09.1995
Due Triple Valve: 01.12.1987
Last Lift: 02.04.1987

21.02.1986 Alteration complete ‘RECLASSIFY CALTEX TANK CARS CLASS ‘TCA’ TO
‘ATCY’ NUMBERS 4869-Y, 4870-K, 8489-D, 8494-M, 8496-H. (RS4096)’.

14.09.1987 Alteration complete ‘FIT MULTI-HOLE PULLRODS. RECLASSIFY TO
ATCL 4869X. PLACE ON ABXC BOGIES. ATCY 4869Y. (RS4223)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.

ATCL 4897

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.01.1996 Reclassified from wagon ‘ATCL 4897 Y’ to ’ wagon ‘RTCY 4897 Y’.

ATCL 8425

Details: wagon ‘ATCL 8425 F’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 01.04.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA,PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 45910 litres
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Fleet Grp Code: AG AM WI
Return to Service Date: 11.06.1989
Due Triple Valve: 02.07.1989
Last Lift: 23.12.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATCL 8426

Details: wagon ‘ATCL 8426 Y’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 01.04.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 46188 litres

Fleet Grp Code: AG WI
Return to Service Date: 14.08.1989
Due Triple Valve: 20.12.1989
Last Lift: 16.02.1982

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

14.08.1989 Repair ‘END HOSE’.

ATCL 8427

Details: wagon ‘ATCL 8427 A’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.1tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 01.04.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 45550 litres

Fleet Grp Code: AG UZ WI
Return to Service Date: 10.08.1993
Due Triple Valve: 29.08.1989
Last Lift: 04.06.1987

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.08.1993 Repair ‘STEP’.

ATCL 8428

Details: wagon ‘ATCL 8428 J’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 246
Date Built: 30.11.1966
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TOE,PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 45597 litres

Fleet Grp Code: AG AM WI
Return to Service Date: 31.08.1989
Due Triple Valve: 01.02.1989
Last Brake Cylinder: 03.04.1989
Last Single Car Test: 03.04.1989
Last Lift: 01.02.1984
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

ATCL 8429

Details: wagon ‘ATCL 8429 S’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 01.04.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA,PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 45710 litres

Fleet Grp Code: AG AM WI
Return to Service Date: 28.06.1989
Last Lift: 26.09.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

29.08.1989 Repair ‘END BRAKE COCK’.

ATCL 8430

Details: wagon ‘ATCL 8430 Y’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 01.04.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA,PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 46550 litres

Fleet Grp Code: AG WI
Return to Service Date: 15.07.1988
Last Lift: 01.04.1982

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATCL 8431

Details: wagon ‘ATCL 8431 A’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 01.05.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 46829 litres

Fleet Grp Code: AG AM WI
Return to Service Date: 17.10.1994
Due Triple Valve: 29.05.1990
Last Brake Cylinder: 29.05.1989
Last Single Car Test: 29.05.1989
Last Lift: 05.02.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.
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21.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1993 Repair ‘SIDE STEP’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.

ATCL 8432

Details: wagon ‘ATCL 8432 J’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 06.10.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 46525 litres

Fleet Grp Code: AG UZ WI
Return to Service Date: 12.07.1994
Due Triple Valve: 14.09.1989
Last Brake Cylinder: 14.09.1988
Last Lift: 11.04.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.

ATCL 8482

Details: wagon ‘ATCL 8482 D’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 25.8tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-25
Date Built: 01.01.1937
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 46690 litres

Fleet Grp Code: AG WI
Return to Service Date: 12.07.1994
Last Lift: 13.02.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

05.09.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.

ATCL 8483

Details: wagon ‘ATCL 8483 M’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 24.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-25
Date Built: 01.01.1937
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA,PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 45865 litres

Fleet Grp Code: AG WI
Return to Service Date: 25.03.1988
Due Triple Valve: 22.03.1989
Last Lift: 23.05.1984
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATCL 8484

Details: wagon ‘ATCL 8484 V’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-25
Date Built: 01.01.1937
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 46747 litres

Corporate ID flag: Y
Fleet Grp Code: AG WI
Return to Service Date: 19.09.1989
Last Triple Valve: 01.05.1989
Last Brake Cylinder: 01.05.1989
Last Single Car Test: 01.05.1989
Last Lift: 27.08.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

19.09.1989 Repair ‘END HOSE’.

ATCL 8489

Details: wagon ‘ATCL 8489 U’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 19.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-24
Date Built: 02.05.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATCY;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 25685 litres

Fleet Grp Code: WI AG
Return to Service Date: 09.10.1989
Due Triple Valve: 05.05.1990
Last Brake Cylinder: 05.05.1989
Last Lift: 25.02.1986

21.02.1986 Alteration complete ‘RECLASSIFY CALTEX TANK CARS CLASS ‘TCA’ TO
‘ATCY’ NUMBERS 4869-Y, 4870-K, 8489-D, 8494-M, 8496-H. (RS4096)’.

15.09.1987 Alteration complete ‘RECLASSIFY TO ATCL 8489U. PLACE ON ABXC
BOGIES. ATCY 8489. (RS4228)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.10.1989 Repair ‘BRAKE BLOCK RB95’.

ATCL 8490

Details: wagon ‘ATCL 8490 Q’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $50
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-24
Date Built: 26.05.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA,PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 24900 litres
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Fleet Grp Code: AG AM WI
Return to Service Date: 15.03.1989
Last Lift: 01.11.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATCL 8494

13.01.1996 Reclassified from wagon ‘ATCL 8494 G’ to ’ wagon ‘RTCY 8494 G’.

ATCL 8496

Details: wagon ‘ATCL 8496 B’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11m
Tare Weight: 25.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-22
Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATCA;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 41155 litres

Fleet Grp Code: WI AG
Return to Service Date: 23.09.1994
Due Triple Valve: 10.03.1989
Last Brake Cylinder: 10.03.1988
Last Single Car Test: 10.03.1988
Last Lift: 18.03.1986

21.02.1986 Alteration complete ‘RECLASSIFY CALTEX TANK CARS CLASS ‘TCA’ TO
‘ATCY’ NUMBERS 4869-Y, 4870-K, 8489-D, 8494-M, 8496-H. (RS4096)’.

15.09.1987 Alteration complete ‘RECLASSIFY TO ATCL 8489U. PLACE ON ABXC
BOGIES. ATCY 8489. (RS4228)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

03.07.1989 Repair ‘END HOSE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
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ATCX 1

Details: wagon ‘ATCX 1 R’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 27.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-1
Date Built: 27.05.1982
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 66200 litres

Fleet Grp Code: AG AM WI
Return to Service Date: 15.03.1989
Last Lift: 27.05.1982

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATCY 4022

27.10.1987 Reclassified from wagon ‘ATCY 4022 B’ to ’ wagon ‘ATCL 4022 S’.

ATCY 4024

23.10.1987 Reclassified from wagon ‘ATCY 4024 T’ to ’ wagon ‘ATCL 4024 N’.

ATCY 4048

05.11.1987 Reclassified from wagon ‘ATCY 4048 C’ to ’ wagon ‘ATCL 4048 T’.

ATCY 4869

21.05.1987 Reclassified from wagon ‘ATCY 4869 Y’ to ’ wagon ‘ATCL 4869 X’.

ATCY 4870

02.04.1987 Reclassified from wagon ‘ATCY 4870 K’ to ’ wagon ‘ATCL 4870 E’.
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ATCY 8489

05.08.1987 Reclassified from wagon ‘ATCY 8489 D’ to ’ wagon ‘ATCL 8489 U’.

2.156 Wagon classification starting with ‘ATD’

ATDA 13

22.02.1991 Reclassified from wagon ‘ATDA 13 A’ to ’ wagon ‘ATDF 13 U’.

ATDA 16

12.02.1991 Reclassified from wagon ‘ATDA 16 E’ to ’ wagon ‘ATDF 16 B’.

ATDF 2

Details: wagon ‘ATDF 2 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-52
Date Built: 01.05.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TCO;WITH HEATING COILS
BSG Code: DSTP

Capacity of 38000 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 27.01.1994
Due Triple Valve: 23.11.1993
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 23.11.1992
Last Lift: 02.10.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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12.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1989 Repair ‘VEHICLE STENCILS’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.12.1990 Repair ‘VEHICLE STENCILS’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BEARINGS’.
30.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.09.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘ROOF BOARDS’.
14.04.1992 Repair ‘VEHICLE STENCILS’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.11.1992 Repair ‘VEHICLE STENCILS’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
26.05.1993 Repair ‘TRAIN PIPE’.
27.01.1994 Repair ‘BOGIE BEARINGS’.

ATDF 3

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.12.1989 Repair ‘TRAIN PIPE (END)’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1990 Repair ‘WHEEL SET’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘TANK WAG. SKIRTING’.
22.10.1991 Repair ‘VEHICLE COMPLETE’.
22.10.1991 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATDF 4

Details: wagon ‘ATDF 4 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 24.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-54
Date Built: 13.02.1930
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TDF
BSG Code: DSTP

Capacity of 40200 litres

Corporate ID flag: Y
Fleet Grp Code: AH PE
Return to Service Date: 08.03.1995
Last Single Car Test: 10.05.1989
Last Lift: 15.08.1984

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.06.1991 Repair ‘SIDE STEP’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

ATDF 5

Details: wagon ‘ATDF 5 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 20.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted Not to run in

Victoria‘
Diagram Book Page No.: CB T-54
Date Built: 12.12.1929
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TDF
BSG Code: DSTP

Capacity of 40910 litres

Fleet Grp Code: PE PZ AH
Return to Service Date: 29.01.1992
Due Triple Valve: 03.02.1993
Last Brake Cylinder: 03.02.1992
Last Single Car Test: 03.02.1992
Last Lift: 09.02.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
11.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1989 Repair ‘VEHICLE STENCILS’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BEARINGS’.
29.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Repair ‘VEHICLE STENCILS’.

ATDF 6

Details: wagon ‘ATDF 6 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $3960
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-55
Date Built: 01.01.1924
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TDF
BSG Code: DSTP

Capacity of 40910 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 25.08.1993
Due Triple Valve: 30.08.1994
Last Brake Cylinder: 30.08.1993
Last Single Car Test: 30.08.1993
Last Lift: 09.12.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘TOP CENTRE PLATE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1990 Repair ‘VEHICLE STENCILS’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BEARINGS’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘TRAIN PIPE’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.04.1992 Repair ‘STEP’.
13.04.1992 Repair ‘VEHICLE STENCILS’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.08.1993 Repair ‘LADDER’.
25.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1993 Repair ‘STEP’.
25.08.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
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25.08.1993 Repair ‘TANK WAG. STRAPS’.
25.08.1993 Repair ‘TRAIN PIPE’.
25.08.1993 Repair ‘VEHICLE STENCILS’.
25.08.1993 Repair ‘WHEEL SET’.

ATDF 8

Details: wagon ‘ATDF 8 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-54
Date Built: 01.01.1928
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TCO
BSG Code: DSTP

Capacity of 40678 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 07.02.1995
Last Single Car Test: 19.04.1989
Last Lift: 12.10.1966

12.10.1988 Alteration complete ‘RECLASSIFY ‘TCO 5’ TO ‘ATDF 8’ - REFER RS4237.
(RS3085)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

30.12.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.

ATDF 9

Details: wagon ‘ATDF 9 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 23.4tonne
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Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted Not to run in

Victoria‘
Diagram Book Page No.: CB T-54
Date Built: 15.01.1930
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TDF;WITH HEATING COILS STORED PI
BSG Code: DSTP

Capacity of 40678 litres

Corporate ID flag: Y
Fleet Grp Code: AH PE PZ
Return to Service Date: 13.07.1989
Due Triple Valve: 01.11.1987
Last Triple Valve: 09.02.1988
Last Single Car Test: 28.02.1989
Last Lift: 08.11.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.

ATDF 12

Details: wagon ‘ATDF 12 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-54
Date Built: 15.02.1930
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TCO
BSG Code: DSTP
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Capacity of 40627 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 07.01.1994
Last Triple Valve: 17.11.1989
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 11.01.1994
Last Lift: 05.10.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1989 Repair ‘END BRAKE COCK’.
17.11.1989 Repair ‘LADDER’.
17.11.1989 Repair ‘SIDE BEARER’.
17.11.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.11.1989 Repair ‘TANK WAG. SADDLES’.
17.11.1989 Repair ‘TOP CENTRE PLATE’.
17.11.1989 Repair ‘WEAR PLATES & SADDLES’.
14.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.06.1990 Repair ‘SIDE STEP’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BEARINGS’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.09.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘END BRAKE COCK’.
07.12.1992 Repair ‘END HOSE’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘END BRAKE COCK’.
26.05.1993 Repair ‘HOSE FITTINGS’.
26.05.1993 Repair ‘TRAIN PIPE’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘HOSE FITTINGS’.
06.08.1993 Repair ‘WHEEL SET’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘STEP’.

ATDF 13

Details: wagon ‘ATDF 13 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2510
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-54
Date Built: 19.12.1929
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDA;WITH HEATING COILS
BSG Code: DBTP

Capacity of 40629 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 01.10.1993
Due Triple Valve: 01.08.1987
Last Lift: 05.08.1985

14.11.1986 Alteration complete ‘FIT API OPENABLE ADAPTORS TO OUTLETS ON
‘TDF 13‘. STENCIL ‘LOCO FUEL ONLY’ ON BOTH SIDES. PLACE ON ABIC
BOGIES. RECLASSIFY ‘ATDA 13A‘. TDF 13. (RS4167)’. New class: ‘ATDA’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ATDA 13 A’
24.01.1991 Alteration complete ‘REPLACE BOGIES OF TANK WAGONS ATDA13 AND

ATDA16 WITH 50T CAPACITY, 1600MM GAUGE,ROLLER BEARING,RIDE
CONTROL BOGIES.(ABNC,ABRC) RECLASSIFY WAGONS TO ‘ATDF‘CLASS.
(RS4567)’. New class: ‘ATDF’.

22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘VEHICLE RECLASSIFY’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDA 13 A’
15.03.1991 Repair ‘HANDRAILS END’.
15.03.1991 Repair ‘STEP’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘AXLEBOX’.
29.09.1993 Alteration ‘REPLACE TOP WALKWAYS, REPLACE EXISTING LADDERS AS

PER DWG A0/W1-307. ATDF 13 & 16. (RS4827)’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘BRANCH PIPE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
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01.10.1993 Repair ‘LADDER’.
01.10.1993 Repair ‘SIDE STEP’.
01.10.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
01.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.

ATDF 14

Details: wagon ‘ATDF 14 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-54
Date Built: 25.11.1958
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY;STORED PORT PIRIE
BSG Code: FSTP

Capacity of 39200 litres

Corporate ID flag: Y
Fleet Grp Code: PE PZ AG
Return to Service Date: 09.08.1996
Due Triple Valve: 20.08.1997
Last Single Car Test: 21.06.1988
Last Lift: 17.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

ATDF 16

Details: wagon ‘ATDF 16 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $6300
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-66
Date Built: 02.08.1906
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX STSC;TANK EX TDF 16
BSG Code: DBTP

Capacity of 40904 litres

Corporate ID flag: Y
Fleet Grp Code: AK PZ PE AH
Return to Service Date: 11.01.1995
Due Triple Valve: 26.03.1993
Last Brake Cylinder: 28.08.1990
Last Lift: 08.04.1987

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDA 16 E’
03.01.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDA 16 E’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDA 16 E’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATDA 16 E’
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDA 16 E’
24.01.1991 Alteration complete ‘REPLACE BOGIES OF TANK WAGONS ATDA13 AND

ATDA16 WITH 50T CAPACITY, 1600MM GAUGE,ROLLER BEARING,RIDE
CONTROL BOGIES.(ABNC,ABRC) RECLASSIFY WAGONS TO ‘ATDF‘CLASS.
(RS4567)’. New class: ‘ATDF’.

12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘VEHICLE RECLASSIFY’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDA 16 E’
17.06.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘WHEEL SET’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRAKE BLOCK RB95’.
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26.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.04.1992 Repair ‘LADDER’.
03.04.1992 Repair ‘LADDER’.
03.04.1992 Repair ‘STEP’.
29.09.1993 Alteration ‘REPLACE TOP WALKWAYS, REPLACE EXISTING LADDERS AS

PER DWG A0/W1-307. ATDF 13 & 16. (RS4827)’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.

ATDF 17

Details: wagon ‘ATDF 17 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-55
Date Built: 01.01.1924
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TDF
BSG Code: DSTP

Capacity of 40910 litres

Fleet Grp Code: PE PZ AH
Return to Service Date: 29.01.1992
Due Triple Valve: 03.02.1993
Last Brake Cylinder: 03.02.1992
Last Single Car Test: 03.02.1992

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

22.01.1990 Repair ‘VEHICLE COMPLETE’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BEARINGS’.
29.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Repair ‘VEHICLE STENCILS’.

ATDF 18

Details: wagon ‘ATDF 18 T’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-54
Date Built: 28.01.1930
Operating System: AN
Intended Use: DISTILLATE
BSG Code: DSTP

Capacity of 40627 litres

Fleet Grp Code: AH AK
Return to Service Date: 17.05.1996
Due Triple Valve: 14.01.1994
Last Triple Valve: 09.02.1988
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 14.01.1993
Last Lift: 11.05.1984

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.10.1989 Repair ‘VEHICLE STENCILS’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.04.1990 Repair ‘VEHICLE STENCILS’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.04.1991 Repair ‘VEHICLE STENCILS’.
23.04.1991 Repair ‘WHEEL SET’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
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22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.08.1991 Repair ‘TRAIN PIPE (END)’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1992 Repair ‘VEHICLE STENCILS’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Repair ‘TANK WAG. SAFETY VALVE’.
16.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

ATDF 19

Details: wagon ‘ATDF 19 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $3790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-53
Date Built: 16.07.1927
Operating System: AN
Intended Use: DISTILLATE
Remarks: STORED PORT PIRIE A/C CRACKED U/FRAME
BSG Code: DSTP

Capacity of 40910 litres

Fleet Grp Code: AH AK
Return to Service Date: 13.07.1989
Due Triple Valve: 04.10.1989
Last Brake Cylinder: 04.10.1988
Last Single Car Test: 03.04.1989
Last Lift: 01.08.1981

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.

ATDF 20

Details: wagon ‘ATDF 20 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-52
Date Built: 27.08.1952
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TCO
BSG Code: DSTP

Capacity of 40678 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 18.04.1995
Last Brake Cylinder: 01.06.1993
Last Single Car Test: 11.03.1994
Last Lift: 06.03.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

23.02.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE PULL ROD’.
24.06.1991 Repair ‘TRAIN PIPE (END)’.
20.08.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE LEVER’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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26.11.1992 Repair ‘YOKE COMPLETE’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1993 Repair ‘VEHICLE STENCILS’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE STENCILS’.
08.03.1994 Repair ‘WHEEL SET’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.

ATDF 601

Details: wagon ‘ATDF 601 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-74
Date Built: 01.01.1906
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX STDC
BSG Code: DSTP

Capacity of 22730 litres

Fleet Grp Code: AH AK PZ PE
Return to Service Date: 12.03.1994
Due Triple Valve: 15.02.1994
Last Brake Cylinder: 15.02.1993
Last Single Car Test: 12.03.1994
Last Lift: 01.05.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

01.11.1989 Repair ‘HANDRAILS END’.
01.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘STDC 601 T’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BEARINGS’.
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20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘STDC 601 T’
30.01.1991 Repair ‘HANDBRAKE HANDLE’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘STDC 601 T’
08.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1991 Repair ‘HANDBRAKE HANDLE’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘STDC 601 T’
18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘STDC 601 T’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘VEHICLE RETARE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.04.1992 Repair ‘VEHICLE STENCILS’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BRAKE BLOCK RB95’.
09.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1993 Repair ‘VEHICLE STENCILS’.
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1994 Repair ‘BRAKE BLOCK RB95’.
12.03.1994 Repair ‘BRAKE PULL ROD’.
12.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

ATDF 652

Details: wagon ‘ATDF 652 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-74
Date Built: 01.01.1906
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Operating System: AN
Intended Use: DISTILLATE
Remarks: EX STOC
BSG Code: DSTP

Capacity of 22700 litres

Fleet Grp Code: AH AK PZ PE
Return to Service Date: 27.03.1996
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 21.05.1992
Last Single Car Test: 11.01.1994
Last Lift: 09.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Repair ‘VEHICLE STENCILS’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE BEARINGS’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘VEHICLE RETARE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1992 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.03.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘WHEEL SET’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE PULL ROD’.
07.01.1994 Repair ‘BRANCH PIPE’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
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ATDF 655

Details: wagon ‘ATDF 655 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9730
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-75
Date Built: 01.01.1951
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX STOC
BSG Code: DSTP

Capacity of 22700 litres

Fleet Grp Code: AH AK PZ PE
Return to Service Date: 17.01.1994
Due Triple Valve: 25.01.1995
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 25.01.1994
Last Lift: 09.03.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1989 Repair ‘VEHICLE STENCILS’.
10.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘STOC 655 N’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘STEP’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘STOC 655 N’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRANCH PIPE’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘STOC 655 N’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
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12.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1991 Repair ‘VEHICLE STENCILS’.
12.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘STOC 655 N’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE BEARERS’.
28.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘STOC 655 N’
10.02.1992 Repair ‘VEHICLE RECLASSIFY’.
10.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘STOC 655 N’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BRAKE BLOCK RB95’.
24.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘VEHICLE STENCILS’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BRANCH PIPE’.
17.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1994 Repair ‘VEHICLE STENCILS’.

ATDF 1219

06.07.1990 Reclassified from wagon ‘ATDF 1219 C’ to ’ wagon ‘ATDY 1219 J’.

ATDF 1221

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.07.1989 Repair ‘BRAKE PULL ROD’.
11.07.1989 Repair ‘YOKE CARRIER’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.08.1989 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATDF 1222

04.06.1990 Reclassified from wagon ‘ATDF 1222 Q’ to ’ wagon ‘ATDY 1222 A’.

ATDY 1

13.05.1994 Reclassified from wagon ‘ATDY 1 B’ to ’ wagon ‘RTDY 1 S’.
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ATDY 7

12.05.1994 Reclassified from wagon ‘ATDY 7 J’ to ’ wagon ‘RTDY 7 D’.

ATDY 14

02.12.1987 Reclassified from wagon ‘ATDY 14 N’ to ’ wagon ‘ATDF 14 G’.

ATDY 409

Details: wagon ‘ATDY 409 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5240
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-15
Date Built: 17.10.1942
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATEL
BSG Code: DSTP

Capacity of 24275 litres

Corporate ID flag: Y
Fleet Grp Code: AH WL
Return to Service Date: 13.06.1990
Due Triple Valve: 21.08.1988
Last Lift: 02.04.1985

12.10.1988 Alteration complete ‘RECLASSIFY ‘ATEL 409’ TO ‘ATDY 409’ - REFER
RS4237. (RS3103)’. New class: ‘ATDY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘STEP’.
06.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATEL 409 G’
13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATEL 409 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ATDY 1217

06.05.1994 Reclassified from wagon ‘ATDY 1217 Y’ to ’ wagon ‘RTDY 1217 X’.

ATDY 1218

30.05.1994 Reclassified from wagon ‘ATDY 1218 A’ to ’ wagon ‘RTDY 1218 R’.

ATDY 1219

Details: wagon ‘ATDY 1219 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 244
Date Built: 06.07.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDF
BSG Code: DSTP

Capacity of 44100 litres

Fleet Grp Code: WI UZ AH
Return to Service Date: 14.10.1993
Due Triple Valve: 03.02.1989
Last Triple Valve: 03.02.1988
Last Brake Cylinder: 06.07.1990
Last Single Car Test: 02.07.1991
Last Lift: 07.09.1982

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
07.11.1989 Repair ‘VEHICLE STENCILS’.
07.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDF 1219 C’
18.01.1990 Repair ‘TANK WAG. SAFETY VALVE’.
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18.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATDF 1219 C’

23.03.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 6 NO. TANK CARS
IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY TO ‘ATDY‘. FIT API
OPENABLE ADAPTORS TO DISCHARGE PIPES. ATDF 1217 - 1225. (RS4486)’.
New class: ‘ATDY’.

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BEARERS’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘BRANCH PIPE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘HANDRAILS’.
06.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1990 Repair ‘SIDE BEARER’.
06.07.1990 Repair ‘SIDE STEP’.
06.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.07.1990 Repair ‘TOP CENTRE PLATE’.
06.07.1990 Repair ‘VEHICLE RECLASSIFY’.
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDF 1219 C’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘TANK WAG. SAFETY VALVE’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘CENTRE SILL’.
04.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1991 Repair ‘END FRAME MEMBER’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1993 Repair ‘VEHICLE COMPLETE’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
11.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
14.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1993 Repair ‘WEAR PLATES & SADDLES’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ATDY 1222

Details: wagon ‘ATDY 1222 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 244
Date Built: 27.07.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDF
BSG Code: DSTP

Capacity of 44100 litres

Fleet Grp Code: UZ UA
Return to Service Date: 06.07.1996
Due Triple Valve: 22.10.1994
Last Brake Cylinder: 22.10.1993
Last Single Car Test: 22.10.1993
Last Lift: 28.07.1987

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDF 1222 Q’
18.01.1990 Repair ‘TANK WAG. SAFETY VALVE’.
18.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDF 1222 Q’
23.03.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 6 NO. TANK CARS

IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY TO ‘ATDY‘. FIT API
OPENABLE ADAPTORS TO DISCHARGE PIPES. ATDF 1217 - 1225. (RS4486)’.
New class: ‘ATDY’.

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE BEARERS’.

4250



2.156. Wagon classification starting with ‘ATD’

16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
16.05.1990 Repair ‘HANDRAILS’.
16.05.1990 Repair ‘LADDER’.
16.05.1990 Repair ‘SIDE BEARER’.
16.05.1990 Repair ‘SIDE STEP’.
16.05.1990 Repair ‘TRAIN PIPE’.
16.05.1990 Repair ‘TRANSOM’.
16.05.1990 Repair ‘VEHICLE RECLASSIFY’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDF 1222 Q’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDF 1222 Q’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘LADDER’.
21.06.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘HANDRAILS END’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
19.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
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ATDY 1223

11.05.1994 Reclassified from wagon ‘ATDY 1223 J’ to ’ wagon ‘RTDY 1223 D’.

ATDY 1225

11.05.1994 Reclassified from wagon ‘ATDY 1225 E’ to ’ wagon ‘RTDY 1225 V’.

2.157 Wagon classification starting with ‘ATE’

ATEL 402

Details: wagon ‘ATEL 402 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $5240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-73
Date Built: 22.12.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STPC,STORED 18.02.93 PPI
BSG Code: DXTP

Capacity of 24270 litres

Fleet Grp Code: AH WL
Return to Service Date: 05.11.1987
Last Lift: 01.05.1981

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATEL 403

Details: wagon ‘ATEL 403 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $5240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-15
Date Built: 24.08.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STPC;TANK EX W/NSW E.P;SOLD TO AN
BSG Code: DXTP

Capacity of 24275 litres

Corporate ID flag: Y
Fleet Grp Code: AH WL
Return to Service Date: 17.09.1992
Due Triple Valve: 29.09.1993
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 29.09.1992
Last Lift: 20.08.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1992 Repair ‘GRADE CONTROL VALVE’.
17.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1992 Repair ‘VEHICLE STENCILS’.

ATEL 405

11.04.1994 Reclassified from wagon ‘ATEL 405 Q’ to ’ wagon ‘TU 25 X’.

ATEL 406

16.02.1994 Reclassified from wagon ‘ATEL 406 C’ to ’ wagon ‘TU 23 N’.

ATEL 407

Details: wagon ‘ATEL 407 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $5240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-15
Date Built: 17.08.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STPC;EX W/NSW E.P;SOLD TO AN
BSG Code: DXTP

Capacity of 24275 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 13.12.1993
Due Triple Valve: 16.12.1994
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 16.12.1993
Last Lift: 01.05.1981

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.11.1989 Repair ‘VEHICLE STENCILS’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1990 Repair ‘HANDRAILS END’.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1990 Repair ‘VEHICLE STENCILS’.
09.10.1990 Repair ‘STEP’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.09.1991 Repair ‘END BRAKE COCK’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1992 Repair ‘STEP’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
02.12.1993 Alteration ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS (2139)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge: ‘Narrow’.
Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’. Intended
use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.12.1993 Repair ‘END BRAKE COCK’.
13.12.1993 Repair ‘VEHICLE STENCILS’.

ATEL 408

Details: wagon ‘ATEL 408 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $5240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-15
Date Built: 17.10.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STPC;EX W/NSW E.P;SOLD TO AN
BSG Code: DXTP

Capacity of 24320 litres

Corporate ID flag: Y
Fleet Grp Code: AH WL
Return to Service Date: 15.02.1997
Due Triple Valve: 29.09.1993
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 29.09.1992
Last Lift: 23.08.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1992 Repair ‘VEHICLE STENCILS’.
02.12.1993 Alteration ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS (2139)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge: ‘Narrow’.
Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’. Intended
use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

15.02.1997 Repair ‘VEHICLE COMPLETE’.

ATEL 409

13.06.1990 Reclassified from wagon ‘ATEL 409 G’ to ’ wagon ‘ATDY 409 J’.

ATEL 410

Details: wagon ‘ATEL 410 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
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Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $5240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-14
Date Built: 09.12.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STPC;EX W/NSW E.P;SOLD TO AN
BSG Code: DXTP

Capacity of 24275 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.08.1995
Due Triple Valve: 21.04.1994
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.04.1993
Last Lift: 31.10.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘STEP’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE LEVER’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.08.1990 Repair ‘VEHICLE STENCILS’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.04.1991 Repair ‘VEHICLE STENCILS’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1991 Repair ‘END HOSE’.
27.11.1991 Repair ‘VEHICLE STENCILS’.
22.04.1992 Repair ‘HANDRAILS END’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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13.04.1993 Repair ‘VEHICLE STENCILS’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BRAKE PULL ROD’.
27.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
02.12.1993 Alteration ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS (2139)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge: ‘Narrow’.
Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’. Intended
use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

21.08.1995 Repair ‘VEHICLE COMPLETE’.

ATEL 411

Details: wagon ‘ATEL 411 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $5240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-14
Date Built: 01.01.1943
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STPC;STORED 18.02.93 PUG
BSG Code: DXTP

Capacity of 24275 litres

Corporate ID flag: Y
Fleet Grp Code: PE PZ AH
Return to Service Date: 08.03.1994
Due Triple Valve: 11.03.1995
Last Brake Cylinder: 11.03.1994
Last Single Car Test: 11.03.1994
Last Lift: 20.06.1984

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE BEARINGS’.
06.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.07.1992 Repair ‘VEHICLE STENCILS’.
21.09.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1993 Repair ‘STEP’.
02.12.1993 Alteration ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS (2139)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge: ‘Narrow’.
Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’. Intended
use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE BEARINGS’.
08.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE STENCILS’.
08.03.1994 Repair ‘WHEEL SET’.

ATEL 412

03.03.1994 Reclassified from wagon ‘ATEL 412 U’ to ’ wagon ‘TU 24 W’.

ATEL 451

Details: wagon ‘ATEL 451 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.1tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6520
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-72
Date Built: 01.11.1926
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STBC;STORED 18.02.93 PPI
BSG Code: DXTP
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Capacity of 22500 litres

Fleet Grp Code: AH WL
Return to Service Date: 20.10.1987
Last Lift: 12.11.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATEL 452

Details: wagon ‘ATEL 452 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6300
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-68
Date Built: 06.08.1906
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STBC;STORED PT. PIRIE
BSG Code: DXTP

Capacity of 22500 litres

Fleet Grp Code: AH WL
Return to Service Date: 15.04.1983
Last Lift: 01.05.1981

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATEL 455

12.12.1986 Reclassified from wagon ‘ATEL 455 K’ to ’ wagon ‘ATOL 455 R’.

2.158 Wagon classification starting with ‘ATF’

ATFF 1220

19.07.1990 Reclassified from wagon ‘ATFF 1220 E’ to ’ wagon ‘ATFY 1220 L’.
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ATFF 1226

Details: wagon ‘ATFF 1226 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 244
Date Built: 21.07.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TOC
BSG Code: FSTP

Capacity of 44100 litres

Corporate ID flag: Y
Fleet Grp Code: AG AJ AK
Return to Service Date: 04.09.1990
Due Triple Valve: 20.02.1991
Last Brake Cylinder: 07.06.1989
Last Single Car Test: 20.02.1990
Last Lift: 18.01.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ATFY TO ATFF - REFER RS4231
(RS3044)’. New class: ‘ATFF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.05.1989 Alteration ‘FIT RESILIENT SIDEBEARER POCKETS AND RESILIENT
SIDEBEARERS TO 2 NO. ‘ATFF’ TANK WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘ATFY‘. ATFF (RS4418)’. New class:
‘ATFY’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE CONTROL PIPE’.
19.02.1990 Repair ‘BRAKE LEVER’.
19.02.1990 Repair ‘BRANCH PIPE’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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19.02.1990 Repair ‘COUPLER COMPLETE’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Repair ‘TRAIN PIPE (END)’.
19.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1990 Repair ‘TANK WAG. ADAPTOR’.

ATFY 1220

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.05.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 2 NO. ‘ATFF’ TANK WAGONS IN ACCORDANCE
WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATFY‘. ATFF (RS4418)’.
New class: ‘ATFY’.

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘BRAKE PULL ROD’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATFF 1220 E’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE COMPLETE’.
23.03.1990 Repair ‘STEP’.
23.03.1990 Repair ‘TRAIN PIPE (END)’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATFF 1220 E’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.05.1990 Repair ‘LADDER’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
09.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATFF 1220 E’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘COUPLER COMPLETE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATFF 1220 E’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BEARERS’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘SIDE BEARER’.
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19.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
19.07.1990 Repair ‘VEHICLE RECLASSIFY’.
19.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATFF 1220 E’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘HANDBRAKE HANDLE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
19.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BRAKE CONTROL PIPE’.
30.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Reclassified from wagon ‘ATFY 1220 L’ to ’ wagon ‘RTDY 1220 W’.

ATFY 1226

15.04.1988 Reclassified from wagon ‘ATFY 1226 T’ to ’ wagon ‘ATFF 1226 M’.

2.159 Wagon classification starting with ‘ATG’

ATGF 1805

Details: wagon ‘ATGF 1805 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 46.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $30130
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 248
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Date Built: 30.09.1965
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TOG
BSG Code: FSTP

Capacity of 89900 litres

Corporate ID flag: Y
Fleet Grp Code: AG PE PZ
Return to Service Date: 28.05.1996
Last Brake Cylinder: 28.09.1993
Last Single Car Test: 25.01.1994
Last Lift: 29.11.1986

08.05.1986 Alteration complete ‘FIT ‘ATGY’ TANK WAGON BOGIES WITH LORD L-C
PADS BY :- 1. REMOVING EXISTING WHEELSETS & REPLACING WITH
IDENTICAL WHEELSETS FITTED WITH 50T 5 1/2’ X 10’ PACKAGE BEARINGS.
2. MODIFYING PEDESTAL OPENING AS SHOWN ON DRAWING NO.
A2/2-CM-32. (RS4120)’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY ATGY TO ATGF - REFER RS4231
(RS3045)’. New class: ‘ATGF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE SPRING’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1989 Repair ‘TRAIN PIPE (END)’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE LEVER’.
08.01.1990 Repair ‘VEHICLE STENCILS’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BRAKE PIN’.
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09.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1992 Repair ‘VEHICLE STENCILS’.
06.08.1993 Alteration ‘FIT SCULLEY SYSTEM TO 6 OFF ‘ATGF’ FUEL TANK WAGONS

AND CONVERT TO SINGLE COMPARTMENT TANK. ATGF. (RS4814)’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1993 Repair ‘VEHICLE STENCILS’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘VEHICLE STENCILS’.
20.01.1994 Repair ‘WHEEL SET’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

ATGF 1806

Details: wagon ‘ATGF 1806 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 46.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $30130
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 248
Date Built: 13.08.1965
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TOG
BSG Code: FSTP

Capacity of 89900 litres
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Corporate ID flag: Y
Fleet Grp Code: AG PE PZ
Return to Service Date: 18.01.1997
Due Triple Valve: 28.04.1989
Last Triple Valve: 30.08.1988
Last Brake Cylinder: 23.02.1994
Last Single Car Test: 23.02.1994
Last Lift: 14.02.1987

08.05.1986 Alteration ‘FIT ‘ATGY’ TANK WAGON BOGIES WITH LORD L-C PADS BY :-
1. REMOVING EXISTING WHEELSETS & REPLACING WITH IDENTICAL
WHEELSETS FITTED WITH 50T 5 1/2’ X 10’ PACKAGE BEARINGS. 2.
MODIFYING PEDESTAL OPENING AS SHOWN ON DRAWING NO. A2/2-CM-32.
(RS4120)’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY ATGY TO ATGF - REFER RS4231
(RS3045)’. New class: ‘ATGF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BOLSTER’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE CONTROL PIPE’.
12.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
12.07.1989 Repair ‘BRAKE LEVER’.
12.07.1989 Repair ‘BRAKE PIN’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE PIN’.
21.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘TOP CENTRE PLATE’.
10.04.1990 Repair ‘TANK WAG. STRAPS’.
12.04.1990 Repair ‘END HOSE’.
10.08.1990 Repair ‘TANK WAG. STRAPS’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1990 Repair ‘VEHICLE COMPLETE’.
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15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1991 Repair ‘END COMPLETE’.
15.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘TOP CENTRE PLATE’.
15.03.1991 Repair ‘WHEEL SET’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

06.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.11.1991 Repair ‘VEHICLE STENCILS’.
06.08.1993 Alteration ‘FIT SCULLEY SYSTEM TO 6 OFF ‘ATGF’ FUEL TANK WAGONS

AND CONVERT TO SINGLE COMPARTMENT TANK. ATGF. (RS4814)’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
20.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1994 Repair ‘WHEEL SET’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.

ATGF 1807

Details: wagon ‘ATGF 1807 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 46.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $30130
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 248
Date Built: 17.06.1966
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Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATGY
BSG Code: FSTP

Capacity of 89900 litres

Corporate ID flag: Y
Fleet Grp Code: AG PE PZ
Return to Service Date: 07.12.1996
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 22.07.1993
Last Lift: 09.10.1981

08.05.1986 Alteration ‘FIT ‘ATGY’ TANK WAGON BOGIES WITH LORD L-C PADS BY :-
1. REMOVING EXISTING WHEELSETS & REPLACING WITH IDENTICAL
WHEELSETS FITTED WITH 50T 5 1/2’ X 10’ PACKAGE BEARINGS. 2.
MODIFYING PEDESTAL OPENING AS SHOWN ON DRAWING NO. A2/2-CM-32.
(RS4120)’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

06.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1989 Repair ‘BOGIE COMPLETE’.
15.12.1989 Repair ‘BOGIE SIDEFRAME’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1992 Repair ‘VEHICLE STENCILS’.
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30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘VEHICLE COMPLETE’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1993 Repair ‘DRAFT GEAR POCKET’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘SIDE BEARER’.
21.07.1993 Repair ‘TOP CENTRE PLATE’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1993 Alteration ‘FIT SCULLEY SYSTEM TO 6 OFF ‘ATGF’ FUEL TANK WAGONS

AND CONVERT TO SINGLE COMPARTMENT TANK. ATGF. (RS4814)’.
20.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Repair ‘VEHICLE COMPLETE’.

ATGF 1808

Details: wagon ‘ATGF 1808 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 46.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $30130
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 248
Date Built: 23.09.1966
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATGY
BSG Code: FSTP

Capacity of 89900 litres

Corporate ID flag: Y
Fleet Grp Code: AG PE PZ
Return to Service Date: 30.01.1996
Last Brake Cylinder: 05.07.1993
Last Single Car Test: 10.02.1994
Last Lift: 12.06.1987
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08.05.1986 Alteration ‘FIT ‘ATGY’ TANK WAGON BOGIES WITH LORD L-C PADS BY :-
1. REMOVING EXISTING WHEELSETS & REPLACING WITH IDENTICAL
WHEELSETS FITTED WITH 50T 5 1/2’ X 10’ PACKAGE BEARINGS. 2.
MODIFYING PEDESTAL OPENING AS SHOWN ON DRAWING NO. A2/2-CM-32.
(RS4120)’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
06.01.1992 Repair ‘BRANCH PIPE’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘STEP’.
18.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘BRAKE CONTROL PIPE’.
16.07.1992 Repair ‘TRAIN PIPE (END)’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1992 Repair ‘VEHICLE STENCILS’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Alteration ‘FIT SCULLEY SYSTEM TO 6 OFF ‘ATGF’ FUEL TANK WAGONS

AND CONVERT TO SINGLE COMPARTMENT TANK. ATGF. (RS4814)’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1993 Repair ‘VEHICLE STENCILS’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1993 Repair ‘VEHICLE STENCILS’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘WHEEL SET’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

ATGF 1809

Details: wagon ‘ATGF 1809 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 46.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $30130
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 248
Date Built: 22.09.1966
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TOG
BSG Code: FSTP

Capacity of 89900 litres

Corporate ID flag: Y
Fleet Grp Code: AG PE PZ
Return to Service Date: 14.04.1995
Last Triple Valve: 26.07.1990
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 22.11.1993
Last Lift: 14.02.1987

08.05.1986 Alteration ‘FIT ‘ATGY’ TANK WAGON BOGIES WITH LORD L-C PADS BY :-
1. REMOVING EXISTING WHEELSETS & REPLACING WITH IDENTICAL
WHEELSETS FITTED WITH 50T 5 1/2’ X 10’ PACKAGE BEARINGS. 2.
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MODIFYING PEDESTAL OPENING AS SHOWN ON DRAWING NO. A2/2-CM-32.
(RS4120)’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY ATGY TO ATGF - REFER RS4231
(RS3045)’. New class: ‘ATGF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

28.06.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘BOGIE SIDEFRAME’.
13.07.1990 Repair ‘BRAKE BLOCK RB95’.
13.07.1990 Repair ‘BRAKE BLOCK RB95’.
13.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.07.1990 Repair ‘END COMPLETE’.
13.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1990 Repair ‘TANK WAG. DE-GAS TANK’.
13.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
13.07.1990 Repair ‘TOP CENTRE PLATE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

23.07.1991 Repair ‘TOP CENTRE PLATE’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRAKE PULL ROD’.
09.08.1991 Repair ‘TOP CENTRE PLATE’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘BRANCH PIPE’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘STEP’.
24.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1992 Repair ‘BOGIE WEAR PLATES’.
23.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
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13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1992 Repair ‘VEHICLE STENCILS’.
13.11.1992 Repair ‘WHEEL SET’.
04.12.1992 Repair ‘BRAKE LEVER’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1992 Repair ‘VEHICLE STENCILS’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Alteration ‘FIT SCULLEY SYSTEM TO 6 OFF ‘ATGF’ FUEL TANK WAGONS

AND CONVERT TO SINGLE COMPARTMENT TANK. ATGF. (RS4814)’.
20.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1993 Repair ‘VEHICLE STENCILS’.
30.09.1993 Repair ‘WHEEL SET’.
27.10.1993 Repair ‘END BRAKE COCK’.
27.10.1993 Repair ‘END HOSE’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘BRANCH PIPE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘TANK WAG. DE-GAS TANK’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.

ATGF 1810

Details: wagon ‘ATGF 1810 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 46.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $30130
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 248
Date Built: 09.05.1966
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATGY
BSG Code: FSTP
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Capacity of 89900 litres

Corporate ID flag: Y
Fleet Grp Code: PE PZ AG
Return to Service Date: 07.12.1996
Due Triple Valve: 24.03.1993
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 25.08.1992
Last Lift: 17.07.1981

08.05.1986 Alteration ‘FIT ‘ATGY’ TANK WAGON BOGIES WITH LORD L-C PADS BY :-
1. REMOVING EXISTING WHEELSETS & REPLACING WITH IDENTICAL
WHEELSETS FITTED WITH 50T 5 1/2’ X 10’ PACKAGE BEARINGS. 2.
MODIFYING PEDESTAL OPENING AS SHOWN ON DRAWING NO. A2/2-CM-32.
(RS4120)’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
28.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1989 Repair ‘TANK WAG. DE-GAS TANK’.
07.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE LEVER’.
09.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘WHEEL SET’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE LEVER’.
08.11.1990 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘TANK WAG. SAFETY VALVE’.
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16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Repair ‘END BRAKE COCK’.
21.05.1992 Repair ‘END HOSE’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘WHEEL SET’.
06.08.1993 Alteration ‘FIT SCULLEY SYSTEM TO 6 OFF ‘ATGF’ FUEL TANK WAGONS

AND CONVERT TO SINGLE COMPARTMENT TANK. ATGF. (RS4814)’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Repair ‘VEHICLE COMPLETE’.

ATGY 1805

15.04.1988 Reclassified from wagon ‘ATGY 1805 Q’ to ’ wagon ‘ATGF 1805 J’.

ATGY 1806

23.11.1987 Reclassified from wagon ‘ATGY 1806 C’ to ’ wagon ‘ATGF 1806 S’.

ATGY 1807

20.11.1987 Reclassified from wagon ‘ATGY 1807 L’ to ’ wagon ‘ATGF 1807 E’.

ATGY 1808

01.12.1987 Reclassified from wagon ‘ATGY 1808 U’ to ’ wagon ‘ATGF 1808 N’.

ATGY 1809

12.05.1988 Reclassified from wagon ‘ATGY 1809 G’ to ’ wagon ‘ATGF 1809 W’.

ATGY 1810

25.11.1987 Reclassified from wagon ‘ATGY 1810 C’ to ’ wagon ‘ATGF 1810 S’.

2.160 Wagon classification starting with ‘ATH’

ATHL 3274

Details: wagon ‘ATHL 3274 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8210
Diagram Book Page No.: NN 99
Date Built: 14.05.1956
Operating System: AN
Intended Use: SAND
Remarks: EX NTOB 1389
BSG Code: DXTZ

Capacity of 22 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 02.07.1993
Due Triple Valve: 29.09.1993
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 29.09.1992
Last Lift: 18.11.1986

27.04.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1992 Repair ‘VEHICLE STENCILS’.
28.09.1992 Repair ‘WHEEL SET’.
02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

2.161 Wagon classification starting with ‘ATJ’

ATJF 594

09.02.1990 Reclassified from wagon ‘ATJF 594 X’ to ’ wagon ‘ATJY 594 P’.

ATJY 594

Details: wagon ‘ATJY 594 P’ in AN ‘Mainland Division’.

Owner: AMPOL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: W J17
Date Built: 10.09.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX WJP;CAP.RED.A/C MASS;MAX.CAP.80660L
BSG Code: FSTP

Capacity of 65180 litres

Capacity of 72900 litres

Fleet Grp Code: AG UZ UX
Return to Service Date: 25.10.1993
Due Triple Valve: 13.08.1992
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 21.04.1993

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

15.01.1988 Alteration complete ‘RECLASSIFY ATJY TO ATJF - REFER RS4231
(RS3046)’. New class: ‘ATJF’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO EXISTING SIDE
BEARER HOUSINGS ON 1 NO. ‘ATJF’ (1435 MM GA. BOGIES) TANK WAGON IN
ACCORDANCE WITH ME STANDARD R31 SECTIONS 2.3 & 3.3.1. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. RECLASSIFY WAGON TO ATJY. ATJF 594. (RS4341)’. New
class: ‘ATJY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATJF 594 X’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRANCH PIPE’.
08.11.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATJF 594 X’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE BEARERS’.
09.02.1990 Repair ‘BRAKE PULL ROD’.
09.02.1990 Repair ‘SIDE BEARER’.
09.02.1990 Repair ‘TRAIN PIPE’.
09.02.1990 Repair ‘VEHICLE RECLASSIFY’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATJF 594 X’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB101’.
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20.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK OTHER’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE BLOCK RB101’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRAKE BLOCK RB101’.
27.05.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BRANCH PIPE’.
04.06.1991 Repair ‘BRANCH PIPE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘BRANCH PIPE’.
08.07.1991 Repair ‘BRANCH PIPE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE BLOCK RB101’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1993 Repair ‘TANK WAG. SAFETY VALVE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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ATJY 2607

Details: wagon ‘ATJY 2607 M’ in AN ‘Mainland Division’.

Owner: AMPOL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 250
Date Built: 01.01.1965
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TOJ;PROPERTY OF AMPOL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG UZ UX CN CM CT
Return to Service Date: 13.09.1996
Due Triple Valve: 21.05.1993
Last Brake Cylinder: 21.05.1992
Last Single Car Test: 16.02.1993
Last Lift: 10.12.1986

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO ‘TOJ’ (1435 MM GA. BOGIES) TANK WAGON IN
ACCORDANCE WITH ME STANDARD R31. WAGON TO BE RECLASSIFIED TO
‘ATJY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. TOJ 2607. (RS4338)’. New class: ‘ATJY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TOJ 2607 N’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘TOJ 2607 N’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BEARERS’.
10.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
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10.05.1990 Repair ‘VEHICLE RECLASSIFY’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘TOJ 2607 N’
06.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘TRAIN PIPE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BRAKE PULL ROD’.
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1991 Repair ‘ISOLATING COCK’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1992 Repair ‘VEHICLE STENCILS’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BEARINGS’.
10.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘VEHICLE STENCILS’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘ISOLATING COCK’.
29.03.1993 Repair ‘TRAIN PIPE’.
31.08.1995 Alteration complete ‘ADD HANDRAILS AND SAFTEY RAILS TO WALKWAY

PLATFORMS ON ATJY 2607 AS PER DWG. A1/W1-498 . PT.AUGUSTA W/SHOPS
TO ARRANGE MODIFICATIONS (RS4917)’. New class: ‘RQFY’.

01.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
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03.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

ATJY 4037

Details: wagon ‘ATJY 4037 G’ in AN ‘Mainland Division’.

Owner: AMPOL
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;TANK & U/F PROP. OF AMPOL
BSG Code: FSTP

Capacity of 56 tonnes

Fleet Grp Code: AG UX CN CM CT
Return to Service Date: 03.07.1996
Due Triple Valve: 23.04.1994
Last Triple Valve: 05.07.1993
Last Brake Cylinder: 13.05.1993
Last Single Car Test: 02.06.1993

24.09.1992 Alteration complete ‘FIT MINER TCC-4500 AND STUCKI SIDEBEARER
POCKET TYPE BOGIES TO TANK WAGON NTAF 4037 IN ACCORDANCE WITH
ME STANDARD R31. RECLASSIFY WAGON TO ATJY. NTAF 4307 (RS4732)’. New
class: ‘ATJY’.

02.10.1992 Repair ‘BOGIE BEARERS’.
02.10.1992 Repair ‘BOGIE COMPLETE’.
02.10.1992 Repair ‘VEHICLE RECLASSIFY’.
02.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 4037 X’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1993 Repair ‘TRAIN PIPE’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.05.1993 Repair ‘BOGIE BEARINGS’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.05.1993 Repair ‘TRAIN PIPE’.
26.05.1993 Repair ‘VEHICLE STENCILS’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.06.1993 Repair ‘HOSE FITTINGS’.
28.06.1993 Repair ‘SIDE STEP’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1993 Repair ‘HOSE FITTINGS’.
05.07.1993 Repair ‘SIDE STEP’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

2.162 Wagon classification starting with ‘ATK’

ATKY 2593

20.05.1994 Reclassified from wagon ‘ATKY 2593 V’ to ’ wagon ‘RTKY 2593 P’.

ATKY 2594

28.05.1994 Reclassified from wagon ‘ATKY 2594 H’ to ’ wagon ‘RTKY 2594 B’.

ATKY 2595

09.05.1994 Reclassified from wagon ‘ATKY 2595 Q’ to ’ wagon ‘RTKY 2595 K’.

ATKY 2596

20.05.1994 Reclassified from wagon ‘ATKY 2596 C’ to ’ wagon ‘RTKY 2596 T’.

ATKY 2597

19.05.1994 Reclassified from wagon ‘ATKY 2597 L’ to ’ wagon ‘RTKY 2597 F’.

2.163 Wagon classification starting with ‘ATL’

ATLX 1

23.08.1988 Reclassified from wagon ‘ATLX 1 V’ to ’ wagon ‘ATLY 1 C’.
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ATLX 2

30.05.1988 Reclassified from wagon ‘ATLX 2 H’ to ’ wagon ‘ATLY 2 L’.

ATLX 3

26.10.1988 Reclassified from wagon ‘ATLX 3 Q’ to ’ wagon ‘ATLY 3 U’.

ATLY 1

Details: wagon ‘ATLY 1 C’ in AN ‘Mainland Division’.

Owner: BORAL GAS
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-88
Date Built: 01.01.1968
Operating System: AN
Intended Use: LP GAS
Remarks: EX ATLX;EX VTGX
BSG Code: FSTZ

Capacity of 34.6 tonnes

Capacity of 76000 litres

Fleet Grp Code: UX AG
Return to Service Date: 21.08.1996
Last Single Car Test: 03.04.1989

31.03.1988 Alteration complete ‘RECLASSIFY LP GAS TANKERS EX V/LINE TO ATLX
ACCOUNT BORAL GAS ALICE SPRINGS VTGX 10 BECOMES ATLX 1 V VTGX 11
BECOMES ATLX 2 H VTGX 12 BECOMES ATLX 3 Q (RS4276)’. New class: ‘ATLX’.

23.09.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 3 NO. ‘ATLX’ (1435 MM GA. BOGIES) TANK
WAGONS. ‘ATLX’ WAGONS TO BE RECLASSIFIED ‘ATLY’ AND STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. ATLX 1, 2 & 3.
(RS4336)’. New class: ‘ATLY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BEARINGS’.
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14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘SIDE BEARER’.
14.07.1992 Repair ‘WHEEL SET’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘STEP’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘WEAR PLATES & SADDLES’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

ATLY 2

Details: wagon ‘ATLY 2 L’ in AN ‘Mainland Division’.

Owner: BORAL GAS
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-88
Date Built: 01.01.1972
Operating System: AN
Intended Use: LP GAS
Remarks: EX ATLX;EX VTGX
BSG Code: FSTZ

Capacity of 34.6 tonnes

Capacity of 76000 litres

Fleet Grp Code: UX AG
Return to Service Date: 22.06.1996
Last Triple Valve: 19.12.1988
Last Brake Cylinder: 05.11.1991
Last Single Car Test: 19.12.1988

31.03.1988 Alteration complete ‘RECLASSIFY LP GAS TANKERS EX V/LINE TO ATLX
ACCOUNT BORAL GAS ALICE SPRINGS VTGX 10 BECOMES ATLX 1 V VTGX 11
BECOMES ATLX 2 H VTGX 12 BECOMES ATLX 3 Q (RS4276)’. New class: ‘ATLX’.
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23.09.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 3 NO. ‘ATLX’ (1435 MM GA. BOGIES) TANK
WAGONS. ‘ATLX’ WAGONS TO BE RECLASSIFIED ‘ATLY’ AND STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. ATLX 1, 2 & 3.
(RS4336)’. New class: ‘ATLY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BEARINGS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE PULL ROD’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.

ATLY 3

Details: wagon ‘ATLY 3 U’ in AN ‘Mainland Division’.

Owner: BORAL GAS
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-91
Date Built: 01.01.1975
Operating System: AN
Intended Use: LP GAS
Remarks: EX ATLX;EX VTGX
BSG Code: FSTZ

Capacity of 38.4 tonnes

Capacity of 75300 litres

Fleet Grp Code: AG UX
Return to Service Date: 30.05.1996
Last Brake Cylinder: 05.11.1991
Last Single Car Test: 09.01.1992
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31.03.1988 Alteration complete ‘RECLASSIFY LP GAS TANKERS EX V/LINE TO ATLX
ACCOUNT BORAL GAS ALICE SPRINGS VTGX 10 BECOMES ATLX 1 V VTGX 11
BECOMES ATLX 2 H VTGX 12 BECOMES ATLX 3 Q (RS4276)’. New class: ‘ATLX’.

23.09.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 3 NO. ‘ATLX’ (1435 MM GA. BOGIES) TANK
WAGONS. ‘ATLX’ WAGONS TO BE RECLASSIFIED ‘ATLY’ AND STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. ATLX 1, 2 & 3.
(RS4336)’. New class: ‘ATLY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

08.03.1990 Repair ‘GRADE CONTROL VALVE’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE PULL ROD’.
05.11.1991 Repair ‘BRANCH PIPE’.
05.11.1991 Repair ‘END BRAKE COCK’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘TRAIN PIPE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘SIDE BEARER’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘END BRAKE COCK’.
26.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1993 Repair ‘HOSE FITTINGS’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

ATLY 6400

Details: wagon ‘ATLY 6400 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 37tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
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Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

Fleet Grp Code: AG UZ UX
Return to Service Date: 19.06.1996

04.04.1996 Alteration complete ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH
SPEED OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122
RECLASSIFY WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE
CONVERSION (RS4932)’. New class: ‘ATLY’.

30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Whyalla’ with a previous code of wagon ‘NTHF 6400 F’
19.06.1996 Repair ‘VEHICLE RECLASSIFY’.
19.06.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTHF 6400 F’

ATLY 6406

Details: wagon ‘ATLY 6406 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 37tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: AN
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

Fleet Grp Code: AG
Return to Service Date: 19.08.1996

04.04.1996 Alteration complete ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH
SPEED OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122
RECLASSIFY WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE
CONVERSION (RS4932)’. New class: ‘ATLY’.

30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Whyalla’ with a previous code of wagon ‘NTHF 6406 N’
19.08.1996 Repair ‘VEHICLE COMPLETE’.
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ATLY 6416

Details: wagon ‘ATLY 6416 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 37tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

Fleet Grp Code: AG UZ UX
Return to Service Date: 30.05.1996

04.04.1996 Alteration complete ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH
SPEED OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122
RECLASSIFY WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE
CONVERSION (RS4932)’. New class: ‘ATLY’.

19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE RECLASSIFY’.
19.04.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTHF 6416 V’
30.05.1996 Repair ‘VEHICLE COMPLETE’.

ATLY 6417

Details: wagon ‘ATLY 6417 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 37tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: LP GAS
BSG Code: NSTZ
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Capacity of 70200 litres

Fleet Grp Code: AG UZ UX
Return to Service Date: 21.08.1996

04.04.1996 Alteration complete ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH
SPEED OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122
RECLASSIFY WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE
CONVERSION (RS4932)’. New class: ‘ATLY’.

18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTHF 6417 H’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

2.164 Wagon classification starting with ‘ATM’

ATMF 66

12.10.1988 Alteration complete ‘RECLASSIFY ‘STMC’ AND ‘ATMY’ TO ‘ATMF’ REFER
RS4237 (RS3081)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘HANDRAILS’.
03.08.1990 Repair ‘STEP’.
03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Repair ‘VEHICLE RECLASSIFY’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘TOA 66 R’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘END BRAKE COCK’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.12.1990 Repair ‘VEHICLE STENCILS’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRANCH PIPE’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE BEARERS’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BOLSTER’.
23.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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23.10.1991 Repair ‘VEHICLE STENCILS’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BRANCH PIPE’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATMF 104

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.

23.02.1990 Repair ‘TRAIN PIPE (END)’.
23.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VTQY 104 D’
26.02.1990 Repair ‘END BRAKE COCK’.
26.02.1990 Repair ‘END HOSE’.
26.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VTQY 104 D’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1990 Repair ‘DRAFT GEAR POCKET’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘VEHICLE RECLASSIFY’.
25.07.1990 Repair ‘YOKE CARRIER’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VTQY 104 D’
17.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMF 106

Details: wagon ‘ATMF 106 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6300
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-6
Date Built: 01.01.1969
Operating System: AN
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Intended Use: PETROLEUM PRODS
Remarks: U/F EX ATMY;TANK PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 38570 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 03.04.1989
Due Triple Valve: 05.07.1989
Last Lift: 23.07.1987

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMY‘. RETAIN
SAME NUMBERS. TV 106, 113, 260, 4877. (RS4147)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 107

Details: wagon ‘ATMF 107 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-58
Date Built: 01.01.1987
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 39550 litres

Fleet Grp Code: AG WI
Return to Service Date: 19.02.1988

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 108

Details: wagon ‘ATMF 108 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-58
Date Built: 01.01.1987
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 39550 litres

Fleet Grp Code: AG WI
Return to Service Date: 09.02.1989

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 109

Details: wagon ‘ATMF 109 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-6
Date Built: 01.01.1928
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROP. OF MOBIL;EX TV;STORED 18.02.93
BSG Code: FBTP

Capacity of 39460 litres

Fleet Grp Code: WK AG
Return to Service Date: 16.12.1987
Due Triple Valve: 01.12.1988
Last Lift: 18.07.1984

08.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS TO ‘ATMY‘.
RETAIN SAME NUMBERS. TV 109, 142, 143 & 9037. (RS4148)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 110

Details: wagon ‘ATMF 110 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-58
Date Built: 01.01.1987
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 39550 litres

Fleet Grp Code: AG WI
Return to Service Date: 19.02.1988

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 112

Details: wagon ‘ATMF 112 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-58
Date Built: 01.01.1950
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY;MOBIL OWN;SUITABLE ON OIL TRAINS
BSG Code: FBTP

Capacity of 49000 litres

Fleet Grp Code: AG
Return to Service Date: 22.02.1989
Due Triple Valve: 01.12.1987

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 113

Details: wagon ‘ATMF 113 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-6
Date Built: 01.01.1928
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY; PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 39006 litres

Fleet Grp Code: AG UZ WI
Return to Service Date: 21.12.1987
Due Triple Valve: 01.06.1988
Last Lift: 20.02.1984

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMY‘. RETAIN
SAME NUMBERS. TV 106, 113, 260, 4877. (RS4147)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 114

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.

04.07.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMF 130

Details: wagon ‘ATMF 130 U’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-58
Date Built: 01.01.1950
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY;MOBIL OWN;SUITABLE ON OIL TRAINS
BSG Code: FBTP

Capacity of 40687 litres

Fleet Grp Code: AG
Return to Service Date: 04.12.1990
Due Triple Valve: 05.06.1991

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BRAKE BLOCK RB95’.
05.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘WHEEL SET’.

ATMF 141

Details: wagon ‘ATMF 141 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
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BSG Code: FBTP

Capacity of 49000 litres

Fleet Grp Code: AG
Return to Service Date: 14.04.1992
Due Triple Valve: 17.09.1991

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS
TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

27.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VTQY 141 X’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VTQY 141 X’
14.04.1992 Repair ‘SIDE BEARER’.

ATMF 153

Details: wagon ‘ATMF 153 R’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1985
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 49000 litres

Fleet Grp Code: AG
Return to Service Date: 14.06.1991
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS
TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE RECLASSIFY’.
28.08.1990 Repair ‘VEHICLE STENCILS’.
28.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VTQY 153 L’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘VEHICLE COMPLETE’.

ATMF 161

Details: wagon ‘ATMF 161 H’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45500 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 30.04.1995
Due Triple Valve: 15.02.1994
Last Brake Cylinder: 15.02.1993
Last Single Car Test: 15.02.1993
Last Lift: 01.04.1983

30.09.1986 Alteration complete ‘MOBIL TANKS EX VIC. FIT LIFTING PADS,
RELOCATE HANDBRAKE ROD AND TANK BANDS, REPLACE SIDEBEARERS.
RECLASSIFY TO ‘ATMY’, RETAIN SAME NUMBERS. VTQA 161, 164 & 253 TO BE
PLACED ON S.G. BOGIES (50T RIDE CONTROL). VTQA 252, 254 & 255 TO BE
PLACED ON B.G. RIDE CONTROL BOGIES OWNED BY MOBIL. (RS4153)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘BRAKE LEVER’.
31.10.1989 Repair ‘BRAKE PULL ROD’.
31.10.1989 Repair ‘BRANCH PIPE’.
31.10.1989 Repair ‘COUPLER COMPLETE’.
31.10.1989 Repair ‘HANDBRAKE HANDLE’.
31.10.1989 Repair ‘SIDE BEARER’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Repair ‘YOKE COMPLETE’.
31.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMY 161 Y’
25.04.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRANCH PIPE’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRANCH PIPE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘BRAKE LEVER’.
16.10.1990 Repair ‘BRANCH PIPE’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1990 Repair ‘VEHICLE STENCILS’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BRAKE LEVER’.
23.04.1991 Repair ‘BRANCH PIPE’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRANCH PIPE’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.11.1992 Repair ‘END BRAKE COCK’.
03.11.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.11.1992 Repair ‘TANK WAG. SAFETY VALVE’.
03.11.1992 Repair ‘TANK WAG. TANK COMPLETE’.
03.11.1992 Repair ‘TRAIN PIPE (END)’.
03.11.1992 Repair ‘TRAIN PIPE’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BEARINGS’.
09.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.02.1993 Repair ‘STEP’.
09.02.1993 Repair ‘VEHICLE STENCILS’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.

ATMF 162

08.03.1989 Reclassified from wagon ‘ATMF 162 Q’ to ’ wagon ‘ATMY 162 A’.

ATMF 164

07.09.1990 Reclassified from wagon ‘ATMF 164 L’ to ’ wagon ‘ATMY 164 S’.

ATMF 165

Details: wagon ‘ATMF 165 U’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY;TANK & U/F PROP. OF MOBIL
BSG Code: FBTP

Capacity of 45600 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 20.09.1988
Due Triple Valve: 08.10.1988
Last Lift: 01.12.1982

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 166

Details: wagon ‘ATMF 166 G’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 06.04.1994
Due Triple Valve: 06.04.1995
Last Brake Cylinder: 06.04.1994
Last Single Car Test: 06.04.1994
Last Lift: 01.04.1983

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘VEHICLE RECLASSIFY’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 166 N’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRANCH PIPE’.
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15.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRAKE LEVER’.
28.02.1990 Repair ‘VEHICLE STENCILS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE BEARINGS’.
08.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘VEHICLE STENCILS’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Repair ‘WHEEL SET’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE STENCILS’.
06.04.1994 Repair ‘WHEEL SET’.

ATMF 167

04.05.1988 Reclassified from wagon ‘ATMF 167 P’ to ’ wagon ‘ATMY 167 W’.

ATMF 168

03.06.1996 Reclassified from wagon ‘ATMF 168 B’ to ’ wagon ‘ATMY 168 X’.

ATMF 246

20.12.1990 Reclassified from wagon ‘ATMF 246 U’ to ’ wagon ‘ATMY 246 E’.

ATMF 247

Details: wagon ‘ATMF 247 G’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
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Length Over Headstocks: 11.6m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: SJ SZ
Due Triple Valve: 30.01.1992
Last Brake Cylinder: 20.10.1989
Last Single Car Test: 20.10.1989
Last Lift: 10.02.1985

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘VEHICLE RECLASSIFY’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 247 N’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘VEHICLE STENCILS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.01.1991 Repair ‘VEHICLE STENCILS’.

ATMF 248

Details: wagon ‘ATMF 248 P’ in AN ‘Mainland Division’.
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Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 26.9tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY;TANK & U/F PROP. OF MOBIL
BSG Code: FBTP

Capacity of 45600 litres

Corporate ID flag: Y
Fleet Grp Code: WI UZ AG
Return to Service Date: 02.12.1988
Due Triple Valve: 01.05.1988
Last Brake Cylinder: 07.01.1988
Last Lift: 10.03.1984

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 249

Details: wagon ‘ATMF 249 B’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 26.3tonne
Current Gauge: Broad
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY;TANK & U/F PROP. OF MOBIL
BSG Code: FBTP

Capacity of 45600 litres

Fleet Grp Code: WI UZ AG
Return to Service Date: 03.04.1989
Last Lift: 01.07.1985

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATMF 251

02.06.1996 Reclassified from wagon ‘ATMF 251 G’ to ’ wagon ‘ATMY 251 N’.

ATMF 252

Details: wagon ‘ATMF 252 P’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
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Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 26.11.1991
Last Single Car Test: 28.11.1991
Last Lift: 01.12.1984

30.09.1986 Alteration complete ‘MOBIL TANKS EX VIC. FIT LIFTING PADS,
RELOCATE HANDBRAKE ROD AND TANK BANDS, REPLACE SIDEBEARERS.
RECLASSIFY TO ‘ATMY’, RETAIN SAME NUMBERS. VTQA 161, 164 & 253 TO BE
PLACED ON S.G. BOGIES (50T RIDE CONTROL). VTQA 252, 254 & 255 TO BE
PLACED ON B.G. RIDE CONTROL BOGIES OWNED BY MOBIL. (RS4153)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.08.1989 Repair ‘COUPLER KNUCKLE’.
16.09.1989 Repair ‘HANDBRAKE HANDLE’.
23.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.04.1990 Repair ‘TRAIN PIPE’.
18.04.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRANCH PIPE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE LEVER’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1991 Repair ‘SIDE BEARER’.
26.11.1991 Repair ‘YOKE COMPLETE’.

ATMF 253

30.09.1986 Alteration complete ‘MOBIL TANKS EX VIC. FIT LIFTING PADS,
RELOCATE HANDBRAKE ROD AND TANK BANDS, REPLACE SIDEBEARERS.
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RECLASSIFY TO ‘ATMY’, RETAIN SAME NUMBERS. VTQA 161, 164 & 253 TO BE
PLACED ON S.G. BOGIES (50T RIDE CONTROL). VTQA 252, 254 & 255 TO BE
PLACED ON B.G. RIDE CONTROL BOGIES OWNED BY MOBIL. (RS4153)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMY 253 X’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRANCH PIPE’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRANCH PIPE’.
21.03.1990 Repair ‘BRANCH PIPE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.03.1990 Repair ‘TOP CENTRE PLATE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRANCH PIPE’.
24.04.1990 Repair ‘CARD OR CLIP HOLDER’.
22.06.1990 Repair ‘STEP’.
31.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRAKE PULL ROD’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.05.1991 Repair ‘TRAIN PIPE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMF 254

04.06.1996 Reclassified from wagon ‘ATMF 254 K’ to ’ wagon ‘ATMY 254 R’.

ATMF 255

30.09.1986 Alteration complete ‘MOBIL TANKS EX VIC. FIT LIFTING PADS,
RELOCATE HANDBRAKE ROD AND TANK BANDS, REPLACE SIDEBEARERS.
RECLASSIFY TO ‘ATMY’, RETAIN SAME NUMBERS. VTQA 161, 164 & 253 TO BE
PLACED ON S.G. BOGIES (50T RIDE CONTROL). VTQA 252, 254 & 255 TO BE
PLACED ON B.G. RIDE CONTROL BOGIES OWNED BY MOBIL. (RS4153)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE COMPLETE’.
17.04.1990 Repair ‘COUPLER COMPLETE’.
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17.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
17.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMY 255 D’
27.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.05.1990 Repair ‘VEHICLE RECLASSIFY’.
31.05.1990 Issued at location ‘Kalgoorlie’ with a previous code of wagon ‘ATMY 255 D’
06.10.1990 Repair ‘STEP’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1991 Repair ‘TOP CENTRE PLATE’.
25.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMF 256

28.05.1996 Reclassified from wagon ‘ATMF 256 F’ to ’ wagon ‘ATMY 256 M’.

ATMF 257

Details: wagon ‘ATMF 257 Y’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-24
Date Built: 01.01.1950
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;WHITE SPIRIT;PROP. OF MOBIL
BSG Code: FBTP

Capacity of 46900 litres

Fleet Grp Code: AG
Return to Service Date: 09.12.1991
Due Triple Valve: 01.11.1988
Last Brake Cylinder: 24.04.1990
Last Lift: 24.11.1987

4307



2. TIMS GROUP INFORMATION - WAGONS

14.09.1987 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS EX VICTORIA.
ISSUE AN REGISTRATION NUMBERS NEW CLASSIFICATIONS ARE ATMF 104J,
107N, 108W, 110E, 112W, 114R, 130U, 257Y. VTQY 104, 107, 108, 110, 112, 114,
130, 257. (RS4226)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.04.1990 Repair ‘VEHICLE COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Repair ‘END HOSE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

ATMF 260

Details: wagon ‘ATMF 260 F’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 23.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-20
Date Built: 01.01.1948
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FSTZ

Capacity of 44370 litres

Fleet Grp Code: AG
Return to Service Date: 03.03.1994
Due Triple Valve: 07.03.1995
Last Brake Cylinder: 07.03.1994
Last Single Car Test: 07.03.1994
Last Lift: 30.12.1986

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMY‘. RETAIN
SAME NUMBERS. TV 106, 113, 260, 4877. (RS4147)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘STEP’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.08.1991 Repair ‘END BRAKE COCK’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE BEARINGS’.
06.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1992 Repair ‘VEHICLE STENCILS’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1993 Repair ‘VEHICLE STENCILS’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘TRAIN PIPE (END)’.
29.03.1993 Repair ‘VEHICLE STENCILS’.
29.03.1993 Repair ‘WHEEL SET’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE BEARINGS’.
03.03.1994 Repair ‘BRAKE BLOCK RB95’.
03.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1994 Repair ‘VEHICLE STENCILS’.
03.03.1994 Repair ‘WHEEL SET’.

ATMF 303

15.06.1989 Reclassified from wagon ‘ATMF 303 Y’ to ’ wagon ‘ATMY 303 V’.
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ATMF 351

12.10.1988 Alteration complete ‘RECLASSIFY ‘STMC’ AND ‘ATMY’ TO ‘ATMF’ REFER
RS4237 (RS3081)’. New class: ‘ATMF’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘VEHICLE STENCILS’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.10.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘BRANCH PIPE’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1989 Repair ‘VEHICLE STENCILS’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATMF 352

12.10.1988 Alteration complete ‘RECLASSIFY ‘STMC’ AND ‘ATMY’ TO ‘ATMF’ REFER
RS4237 (RS3081)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘END COMPLETE’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘VEHICLE RECLASSIFY’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘STMC 352 F’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1989 Repair ‘VEHICLE STENCILS’.
21.08.1990 Repair ‘WHEEL SET’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘BRANCH PIPE’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

ATMF 353

17.10.1989 Reclassified from wagon ‘ATMF 353 X’ to ’ wagon ‘ATMY 353 P’.

ATMF 413

Details: wagon ‘ATMF 413 G’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 30.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-18
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FBTZ

Capacity of 44000 litres

Fleet Grp Code: AG AO AZ UZ UM
Return to Service Date: 20.07.1994
Due Triple Valve: 29.02.1989
Last Lift: 03.09.1986

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMF‘. RETAIN
SAME NUMBERS. TV 363, 413, 418, 427. (RS4142)’. New class: ‘ATMF’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1991 Repair ‘SIDE SILL’.
31.07.1991 Repair ‘SIDE SILL’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.

ATMF 427

28.05.1991 Reclassified from wagon ‘ATMF 427 E’ to ’ wagon ‘ATMY 427 L’.

ATMF 454

25.03.1991 Reclassified from wagon ‘ATMF 454 B’ to ’ wagon ‘ATMY 454 X’.

ATMF 4865

Details: wagon ‘ATMF 4865 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1170
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-28
Date Built: 12.04.1929
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;TANK PROP. OF MOBIL;STORED IWS
BSG Code: FBTP

Capacity of 40688 litres

Fleet Grp Code: AG AO UZ WK
Return to Service Date: 29.06.1990
Due Triple Valve: 18.05.1990
Last Lift: 04.11.1982

13.01.1986 Alteration complete ‘FIT 50T ROLLER BEARING BOGIES CLASS ‘ABRC’ TO
TV 4865 TANK WAGONS A/C MOBIL. RECLASSIFY TO ATMF 4865 (RS4094)’.
New class: ‘ATMF’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘HANDBRAKE HANDLE’.

ATMF 4876

13.01.1986 Alteration complete ‘FIT 30T ROLLER BEARING BOGIES CLASS ‘ABRA’ TO
6 ‘TV’ TANK WAGONS A/C, MOBIL.RECLASSIFY TO ‘ATMY’ NUMBERS 4876-C
4881-L 4892-F 4893-Y 4894-A 4895-J (RS4095)’. New class: ‘ATMF’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
18.08.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMF 4877

Details: wagon ‘ATMF 4877 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1040
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-33
Date Built: 01.01.1928
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;TANK ONLY PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 38870 litres
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Fleet Grp Code: AG
Return to Service Date: 21.09.1996
Due Triple Valve: 10.06.1988
Last Lift: 28.05.1986

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMY‘. RETAIN
SAME NUMBERS. TV 106, 113, 260, 4877. (RS4147)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.01.1990 Repair ‘END HOSE’.
25.01.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ATMY 4877 L’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1992 Repair ‘VEHICLE RECLASSIFY’.
13.05.1992 Repair ‘WEAR PLATES & SADDLES’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ATMY 4877 L’
30.12.1992 Repair ‘HANDRAILS END’.
30.12.1992 Repair ‘STEP’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.

ATMF 4890

Details: wagon ‘ATMF 4890 D’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.6tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-59
Date Built: 17.06.1946
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 40733 litres
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Fleet Grp Code: AG
Return to Service Date: 21.01.1993
Due Triple Valve: 27.01.1994
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 27.01.1993
Last Lift: 09.09.1987

11.09.1986 Alteration complete ‘REMOVE EXISTING BOGIES: PLACE ON RIDE
CONTROL BOGIES EX ‘VTQA’ 162, 163, 166, 247, 249. RECLASSIFY TO ‘ATMY’,
RETAIN SAME NUMBERS. TV 4890, 8403, 8405, 8406, 8407. (RS4150)’. New class:
‘ATMY’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

20.07.1989 Repair ‘VEHICLE RECLASSIFY’.
20.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 4890 K’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.08.1989 Repair ‘LADDER’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
09.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘BRAKE PULL ROD’.
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.08.1990 Repair ‘TOP CENTRE PLATE’.
20.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1990 Repair ‘WEAR PLATES & SADDLES’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1991 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘CARD OR CLIP HOLDER’.
06.04.1992 Repair ‘COUPLER COMPLETE’.
06.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1992 Repair ‘DRAFT GEAR POCKET’.
06.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘STEP’.
06.04.1992 Repair ‘TANK WAG. SAFETY VALVE’.
06.04.1992 Repair ‘TRAIN PIPE (END)’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.04.1992 Repair ‘YOKE CARRIER’.
06.04.1992 Repair ‘YOKE COMPLETE’.
06.04.1992 Repair ‘YOKE FOLLOWER’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘COUPLER COMPLETE’.
24.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.09.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.09.1992 Repair ‘TANK WAG. SAFETY VALVE’.
24.09.1992 Repair ‘TOP CENTRE PLATE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Repair ‘WHEEL SET’.

ATMF 4894

13.04.1987 Alteration complete ‘TRANSFER MOBIL TANKS TO REPLACEMENT
UNDERFRAMES. TANK EX TV 4851 TO U/F EX STSC 7, FIT WITH ABRB BOGIES
AND RECLASSIFY TO ATMY 4851K. TANK EX TV 4894 TO U/F EX SRRC 6, FIT
WITH ABRA BOGIES AND RECLASSIFY TO ATMY 4894A. (RS4195)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.02.1990 Repair ‘HANDRAILS END’.
06.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1990 Repair ‘STEP’.
06.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1990 Repair ‘VEHICLE RECLASSIFY’.
06.02.1990 Repair ‘VEHICLE STENCILS’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATMY 4894 A’
21.02.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.02.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMF 5170

Details: wagon ‘ATMF 5170 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: AN
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: FSTZ

Capacity of 56 tonnes

Fleet Grp Code: AG
Return to Service Date: 13.01.1993
Due Triple Valve: 19.01.1994
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 19.01.1993

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS
TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

21.08.1990 Repair ‘VEHICLE RECLASSIFY’.
21.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5170 N’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.11.1991 Repair ‘VEHICLE STENCILS’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.08.1992 Repair ‘TRAIN PIPE (END)’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1993 Repair ‘VEHICLE STENCILS’.

ATMF 5203

Details: wagon ‘ATMF 5203 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: AN
Intended Use: GENERAL
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTZ

Capacity of 56 tonnes

Fleet Grp Code: UM UZ AG
Return to Service Date: 07.02.1994
Last Triple Valve: 07.02.1994
Last Single Car Test: 07.02.1994

11.10.1989 Repair ‘HOSE FITTINGS’.
11.10.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘NTAF 5203 Y’
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘NTAF 5203 Y’
09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS

TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘VEHICLE STENCILS’.
19.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5203 Y’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
02.03.1992 Repair ‘VEHICLE RECLASSIFY’.
02.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5203 Y’
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘END BRAKE COCK’.
23.09.1993 Repair ‘HOSE FITTINGS’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BRAKE PULL ROD’.
07.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.02.1994 Repair ‘VEHICLE COMPLETE’.

ATMF 5265

21.11.1990 Reclassified from wagon ‘ATMF 5265 L’ to ’ wagon ‘ATMY 5265 S’.

ATMF 5293

Details: wagon ‘ATMF 5293 R’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: AN
Intended Use: GENERAL
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTZ

Capacity of 56 tonnes

Fleet Grp Code: WI UZ AG
Return to Service Date: 17.05.1995
Due Triple Valve: 19.03.1993
Last Brake Cylinder: 11.04.1990
Last Single Car Test: 19.03.1992

16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5293 R’
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5293 R’
28.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘NTAF 5293 R’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRAKE PULL ROD’.
27.03.1990 Repair ‘BRANCH PIPE’.
27.03.1990 Repair ‘DRAFT GEAR POCKET’.
27.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5293 R’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRANCH PIPE’.
10.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5293 R’
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5293 R’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRANCH PIPE’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5293 R’
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09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS
TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE PULL ROD’.
16.05.1991 Repair ‘BRANCH PIPE’.
16.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘TRAIN PIPE’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5293 R’
16.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE CONTROL PIPE’.
18.03.1992 Repair ‘BRANCH PIPE’.
18.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘LADDER’.
18.03.1992 Repair ‘TANK WAG. STRAPS’.
18.03.1992 Repair ‘VEHICLE RECLASSIFY’.
18.03.1992 Repair ‘YOKE COMPLETE’.
18.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5293 R’
17.05.1995 Repair ‘VEHICLE COMPLETE’.

ATMF 5347

01.01.1991 Reclassified from wagon ‘ATMF 5347 U’ to ’ wagon ‘ATMY 5347 E’.

ATMF 5399

Details: wagon ‘ATMF 5399 J’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG UM UZ
Return to Service Date: 16.09.1993
Last Single Car Test: 27.11.1990

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5399 J’
09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS

TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE COMPLETE’.
22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5399 J’
03.01.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
03.01.1991 Repair ‘VEHICLE RECLASSIFY’.
03.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5399 J’
12.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.03.1992 Repair ‘END HOSE’.
10.03.1992 Repair ‘END HOSE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘HOSE FITTINGS’.
16.09.1993 Repair ‘TRAIN PIPE’.

ATML 105

07.07.1989 Reclassified from wagon ‘ATML 105 T’ to ’ wagon ‘ATMY 105 C’.

ATML 302

30.05.1990 Reclassified from wagon ‘ATML 302 G’ to ’ wagon ‘ATMY 302 M’.
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ATML 306

Details: wagon ‘ATML 306 T’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-3
Date Built: 01.01.1951
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 45900 litres

Fleet Grp Code: AG UZ UM
Return to Service Date: 15.03.1995
Due Triple Valve: 16.08.1989
Last Brake Cylinder: 30.01.1991
Last Single Car Test: 16.08.1988
Last Lift: 12.03.1984

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘END HOSE’.
17.12.1990 Repair ‘TRAIN PIPE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘LADDER’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1991 Repair ‘VEHICLE STENCILS’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.

ATML 332

11.12.1989 Reclassified from wagon ‘ATML 332 H’ to ’ wagon ‘ATMY 332 N’.

ATML 334

06.07.1989 Reclassified from wagon ‘ATML 334 C’ to ’ wagon ‘ATMY 334 X’.
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ATML 335

04.04.1989 Reclassified from wagon ‘ATML 335 L’ to ’ wagon ‘ATMY 335 R’.

ATML 423

Details: wagon ‘ATML 423 P’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 30.1tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-18
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 44000 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UM
Return to Service Date: 30.11.1993
Due Triple Valve: 01.03.1988
Last Single Car Test: 15.07.1991
Last Lift: 04.03.1987

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘DRAFT GEAR POCKET’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘STEP’.
10.07.1991 Repair ‘STEP’.
20.11.1991 Repair ‘TRAIN PIPE (END)’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘STEP’.
26.11.1993 Repair ‘TOP CENTRE PLATE’.
26.11.1993 Repair ‘TRAIN PIPE’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.11.1993 Repair ‘STEP’.
30.11.1993 Repair ‘TOP CENTRE PLATE’.
30.11.1993 Repair ‘TRAIN PIPE’.

ATML 4864

03.09.1990 Reclassified from wagon ‘ATML 4864 Q’ to ’ wagon ‘ATMY 4864 W’.

ATML 4875

18.10.1989 Reclassified from wagon ‘ATML 4875 K’ to ’ wagon ‘ATMY 4875 Q’.

ATML 4885

08.11.1989 Reclassified from wagon ‘ATML 4885 S’ to ’ wagon ‘ATMY 4885 B’.

ATML 4896

Details: wagon ‘ATML 4896 M’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $1170
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB T-27
Date Built: 16.06.1906
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;TANK PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 22700 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 26.08.1993
Last Single Car Test: 13.09.1990
Last Lift: 01.01.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.02.1990 Repair ‘END HOSE’.
23.02.1990 Repair ‘END BRAKE COCK’.

4324



2.164. Wagon classification starting with ‘ATM’

08.05.1990 Repair ‘STEP’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘END BRAKE COCK’.
12.09.1990 Repair ‘END HOSE’.
12.09.1990 Repair ‘TRAIN PIPE (END)’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘END BRAKE COCK’.
27.03.1991 Repair ‘TRAIN PIPE’.
26.08.1993 Repair ‘STEP’.

ATML 4898

Details: wagon ‘ATML 4898 H’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $1510
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-43
Date Built: 04.05.1949
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 45460 litres

Fleet Grp Code: AG UZ WI
Return to Service Date: 20.04.1989
Due Triple Valve: 01.01.1992
Last Lift: 12.01.1982

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATML 4899

21.03.1989 Reclassified from wagon ‘ATML 4899 Q’ to ’ wagon ‘ATMY 4899 W’.

ATML 8403

Details: wagon ‘ATML 8403 B’ in AN ‘Mainland Division’.
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Owner: MOBIL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-34
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: TANK & BOGIES PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 45234 litres

Fleet Grp Code: AG
Return to Service Date: 09.09.1994
Due Triple Valve: 01.06.1987
Last Triple Valve: 19.04.1988
Last Brake Cylinder: 09.10.1991
Last Single Car Test: 08.05.1992
Last Lift: 15.12.1981

11.09.1986 Alteration complete ‘REMOVE EXISTING BOGIES: PLACE ON RIDE
CONTROL BOGIES EX ‘VTQA’ 162, 163, 166, 247, 249. RECLASSIFY TO ‘ATMY’,
RETAIN SAME NUMBERS. TV 4890, 8403, 8405, 8406, 8407. (RS4150)’. New class:
‘ATMY’.

14.04.1988 Alteration complete ‘MOUNT ‘MOBIL’ TANKS CLASS ‘TV’ ON
UNDERFRAMES EX ‘AOXA’ OPEN WAGONS. MODIFY UNDERFRAMES FOR
TANK MOUNTING AS PER ALTERATION FORM ATTACHMENT RECLASSIFY TO
‘ATML’ CLASS - RETAIN SERIAL NUMBERS OF EXISTING ‘TV’ CLASS WAGONS.
(C2044)’. New class: ‘ATML’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE BEARINGS’.
07.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1991 Repair ‘VEHICLE STENCILS’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE COMPLETE’.
08.11.1991 Repair ‘VEHICLE STENCILS’.
08.11.1991 Repair ‘WHEEL SET’.
29.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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29.03.1993 Repair ‘SIDE STEP’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.

ATML 8405

Details: wagon ‘ATML 8405 T’ in AN ‘Mainland Division’.

Owner: AN/MOBIL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-30
Date Built: 22.12.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX AOXY;TANK&BOG.PROP OF MOBIL
BSG Code: FXTP

Capacity of 45507 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 23.08.1991
Last Lift: 17.08.1976

11.02.1988 Alteration complete ‘TRANSFER TANKS EX ‘TV 8405 & TV 8406 ’ TO
UNDERFRAMES EX ‘AOXY 7 ’ & ‘AOXY 31’ RESPECTIVELY. FIT MULTI-HOLE
PULLRODS. RECLASSIFY TO ‘ATML’. RETAIN SAME SERIAL NUMBERS. PLACE
ON ‘ABXC‘BOGIES. FIT 32NB TRAIN PIPE AND WF3 TRIPLE VALVE. (RS4258)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘26.1tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘ATML’.
Intended use: ‘PETROLEUM PRODS’. Capacity: ‘45598L.’

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

23.08.1991 Repair ‘END HOSE’.

ATML 8406

Details: wagon ‘ATML 8406 F’ in AN ‘Mainland Division’.

Owner: AN/MOBIL
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-30
Date Built: 01.01.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX AOXY31,TANK&BOG.PROP OF MOBIL
BSG Code: FXTP

Capacity of 45598 litres

Fleet Grp Code: AG
Return to Service Date: 03.03.1994
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 17.12.1991
Last Lift: 09.06.1976

11.02.1988 Alteration complete ‘TRANSFER TANKS EX ‘TV 8405 & TV 8406 ’ TO
UNDERFRAMES EX ‘AOXY 7 ’ & ‘AOXY 31’ RESPECTIVELY. FIT MULTI-HOLE
PULLRODS. RECLASSIFY TO ‘ATML’. RETAIN SAME SERIAL NUMBERS. PLACE
ON ‘ABXC‘BOGIES. FIT 32NB TRAIN PIPE AND WF3 TRIPLE VALVE. (RS4258)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘26.1tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘ATML’.
Intended use: ‘PETROLEUM PRODS’. Capacity: ‘45598L.’

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BEARINGS’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1991 Repair ‘VEHICLE STENCILS’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BRAKE LEVER’.
08.09.1993 Repair ‘BRAKE PULL ROD’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.

ATML 8407

Details: wagon ‘ATML 8407 Y’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 26.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-30
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX AOXA27,TANK&BOG.PROP MOBIL
BSG Code: FXTP

Capacity of 43532 litres

Fleet Grp Code: AG
Return to Service Date: 13.09.1994
Due Triple Valve: 01.10.1997
Last Brake Cylinder: 20.09.1993
Last Single Car Test: 20.09.1993
Last Lift: 06.10.1987

11.09.1986 Alteration complete ‘REMOVE EXISTING BOGIES: PLACE ON RIDE
CONTROL BOGIES EX ‘VTQA’ 162, 163, 166, 247, 249. RECLASSIFY TO ‘ATMY’,
RETAIN SAME NUMBERS. TV 4890, 8403, 8405, 8406, 8407. (RS4150)’. New class:
‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

19.07.1990 Repair ‘HOSE FITTINGS’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.10.1990 Repair ‘BRANCH PIPE’.
22.10.1990 Repair ‘TRAIN PIPE (END)’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘VEHICLE STENCILS’.
31.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘BRAKE LEVER’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.05.1992 Repair ‘VEHICLE COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1993 Repair ‘VEHICLE STENCILS’.
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09.01.1994 Repair ‘END HOSE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.

ATML 8408

Details: wagon ‘ATML 8408 A’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-30
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;PROP OF MOBIL;AOXX U/F FIT‘D 11/82
BSG Code: FXTP

Capacity of 45460 litres

Fleet Grp Code: AG
Return to Service Date: 05.10.1994
Last Triple Valve: 18.09.1990
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 06.11.1992
Last Lift: 08.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1990 Repair ‘VEHICLE STENCILS’.
18.05.1991 Repair ‘BRANCH PIPE’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘VEHICLE STENCILS’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
27.10.1992 Repair ‘WHEEL SET’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
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ATML 8464

20.03.1989 Reclassified from wagon ‘ATML 8464 M’ to ’ wagon ‘ATMY 8464 S’.

ATML 8465

31.07.1990 Reclassified from wagon ‘ATML 8465 V’ to ’ wagon ‘ATMY 8465 E’.

ATML 8466

07.07.1989 Reclassified from wagon ‘ATML 8466 H’ to ’ wagon ‘ATMY 8466 N’.

ATMX 1

13.09.1996 Reclassified from wagon ‘ATMX 1 B’ to ’ wagon ‘ATMY 1 F’.

ATMX 2

13.09.1996 Reclassified from wagon ‘ATMX 2 K’ to ’ wagon ‘ATMY 2 Y’.

ATMX 3

03.10.1996 Reclassified from wagon ‘ATMX 3 T’ to ’ wagon ‘ATMY 3 A’.

ATMX 4

03.10.1996 Reclassified from wagon ‘ATMX 4 F’ to ’ wagon ‘ATMY 4 J’.

ATMX 5

01.11.1996 Reclassified from wagon ‘ATMX 5 Y’ to ’ wagon ‘ATMY 5 S’.

ATMX 6

01.11.1996 Reclassified from wagon ‘ATMX 6 A’ to ’ wagon ‘ATMY 6 E’.

ATMX 7

05.08.1994 Reclassified from wagon ‘ATMX 7 J’ to ’ wagon ‘ATMY 7 N’.

ATMX 8

04.10.1989 Reclassified from wagon ‘ATMX 8 S’ to ’ wagon ‘ATMY 8 W’.

ATMX 9

15.08.1994 Reclassified from wagon ‘ATMX 9 E’ to ’ wagon ‘ATMY 9 X’.

ATMX 10

15.08.1994 Reclassified from wagon ‘ATMX 10 A’ to ’ wagon ‘ATMY 10 E’.
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ATMX 11

31.07.1994 Reclassified from wagon ‘ATMX 11 J’ to ’ wagon ‘ATMY 11 N’.

ATMX 12

05.08.1994 Reclassified from wagon ‘ATMX 12 S’ to ’ wagon ‘ATMY 12 W’.

ATMX 13

05.08.1994 Reclassified from wagon ‘ATMX 13 E’ to ’ wagon ‘ATMY 13 X’.

ATMX 14

15.08.1994 Reclassified from wagon ‘ATMX 14 N’ to ’ wagon ‘ATMY 14 R’.

ATMX 15

31.07.1994 Reclassified from wagon ‘ATMX 15 W’ to ’ wagon ‘ATMY 15 D’.

ATMX 16

04.01.1997 Reclassified from wagon ‘ATMX 16 X’ to ’ wagon ‘ATMY 16 M’.

ATMX 17

04.08.1994 Reclassified from wagon ‘ATMX 17 R’ to ’ wagon ‘ATMY 17 V’.

ATMX 18

04.01.1997 Reclassified from wagon ‘ATMX 18 D’ to ’ wagon ‘ATMY 18 H’.

ATMX 19

31.07.1994 Reclassified from wagon ‘ATMX 19 M’ to ’ wagon ‘ATMY 19 Q’.

ATMX 425

Details: wagon ‘ATMX 425 M’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 30.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-18
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Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 44500 litres

Fleet Grp Code: AG AO AZ UZ UM
Return to Service Date: 23.11.1993
Last Brake Cylinder: 15.07.1991
Last Single Car Test: 15.07.1991
Last Lift: 17.02.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘LADDER’.
22.02.1990 Repair ‘STEP’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘END BRAKE COCK’.
21.05.1990 Repair ‘TRAIN PIPE (END)’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘LADDER’.
26.11.1991 Repair ‘WEAR PLATES & SADDLES’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘AXLEBOX’.
23.11.1993 Repair ‘AXLEBOX’.
23.11.1993 Repair ‘CARD OR CLIP HOLDER’.
23.11.1993 Repair ‘CARD OR CLIP HOLDER’.
23.11.1993 Repair ‘WEAR PLATES & SADDLES’.
23.11.1993 Repair ‘WEAR PLATES & SADDLES’.

ATMX 428

Details: wagon ‘ATMX 428 Q’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW2
Date Built: 04.10.1955
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 44600 litres

Fleet Grp Code: AG UZ UM
Return to Service Date: 08.04.1994
Due Triple Valve: 20.07.1990
Last Brake Cylinder: 20.07.1989
Last Lift: 22.10.1987

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.07.1989 Repair ‘STRIKING CASTING’.
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1989 Repair ‘STRIKING CASTING’.
20.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.04.1990 Repair ‘TOP CENTRE PLATE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘TOP CENTRE PLATE’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘STEP’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE PULL ROD’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1993 Repair ‘STEP’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.

ATMX 429

Details: wagon ‘ATMX 429 C’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
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Tare Weight: 30.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-18
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 44000 litres

Fleet Grp Code: AG UZ UM
Return to Service Date: 15.10.1992
Last Triple Valve: 12.04.1988
Last Single Car Test: 12.04.1988
Last Lift: 21.02.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.10.1992 Repair ‘LADDER’.

ATMX 431

Details: wagon ‘ATMX 431 H’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW2
Date Built: 07.12.1955
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 44000 litres
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Fleet Grp Code: AG UM UZ
Return to Service Date: 15.08.1996
Due Triple Valve: 23.08.1994
Last Brake Cylinder: 23.08.1993
Last Single Car Test: 02.08.1988
Last Lift: 01.11.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE WEAR PLATES’.
27.07.1989 Repair ‘TRAIN PIPE’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.11.1989 Repair ‘BRANCH PIPE’.
21.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER COMPLETE’.
19.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘WEAR PLATES & SADDLES’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘HANDRAILS END’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1994 Repair ‘BRANCH PIPE’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

ATMX 448

Details: wagon ‘ATMX 448 J’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 31tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW2
Date Built: 21.09.1956
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TWX (V.R);PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 45460 litres

Fleet Grp Code: AG UM UZ
Return to Service Date: 20.12.1993
Due Triple Valve: 20.12.1994
Last Brake Cylinder: 20.12.1993
Last Lift: 11.03.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.04.1990 Repair ‘STRIKING CASTING’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

ATMX 450

Details: wagon ‘ATMX 450 Y’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW2
Date Built: 16.10.1956
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TWX (V.R);PROPERTY OF MOBIL
BSG Code: FXTZ

Capacity of 44370 litres
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Fleet Grp Code: AG UZ UM
Return to Service Date: 19.12.1993
Due Triple Valve: 24.04.1991
Last Brake Cylinder: 30.08.1988
Last Lift: 01.02.1981

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘YOKE CARRIER’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘TOP CENTRE PLATE’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘WEAR PLATES & SADDLES’.
19.12.1993 Repair ‘SIDE STEP’.

ATMX 453

12.09.1990 Reclassified from wagon ‘ATMX 453 S’ to ’ wagon ‘VTBX 453 G’.

ATMX 645

Details: wagon ‘ATMX 645 T’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-89
Date Built: 01.01.1968
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQX
BSG Code: FXTP

Capacity of 56400 litres
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Fleet Grp Code: AG UZ UM
Return to Service Date: 30.01.1997
Due Triple Valve: 03.02.1989
Last Single Car Test: 15.10.1993

13.11.1985 Alteration complete ‘FIT LIFTING PADS AND RECLASSIFY MOBIL TANK
WAGONS EX VICTORIA NEW CLASSIFICATIONS ARE :- ATMX 645, 646, 649, 650,
651, 647, 648. VTQX, VTQH (RS4084)’. New class: ‘ATMX’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.10.1989 Repair ‘SIDE STEP’.
05.01.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.08.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘YOKE COMPLETE’.
19.05.1992 Repair ‘TANK WAG. TANK COMPLETE’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘BRANCH PIPE’.
22.05.1992 Repair ‘COUPLER COMPLETE’.
22.05.1992 Repair ‘COUPLER KNUCKLE’.
22.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.05.1992 Repair ‘DRAFT GEAR POCKET’.
22.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘TRAIN PIPE (END)’.
22.05.1992 Repair ‘TRAIN PIPE’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1992 Repair ‘WEAR PLATES & SADDLES’.
22.05.1992 Repair ‘YOKE CARRIER’.
22.05.1992 Repair ‘YOKE COMPLETE’.
22.05.1992 Repair ‘YOKE FOLLOWER’.
22.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘HANDRAILS’.
23.08.1993 Repair ‘STRIKING CASTING’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRANCH PIPE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
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15.06.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

ATMX 646

Details: wagon ‘ATMX 646 F’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-89
Date Built: 01.01.1968
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQX
BSG Code: FXTP

Capacity of 56400 litres

Fleet Grp Code: AG UM UZ
Return to Service Date: 16.10.1995
Due Triple Valve: 17.12.1992
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 07.10.1992

13.11.1985 Alteration complete ‘FIT LIFTING PADS AND RECLASSIFY MOBIL TANK
WAGONS EX VICTORIA NEW CLASSIFICATIONS ARE :- ATMX 645, 646, 649, 650,
651, 647, 648. VTQX, VTQH (RS4084)’. New class: ‘ATMX’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.08.1990 Repair ‘BRAKE PULL ROD’.
04.03.1991 Alteration ‘REPLACE EXISTING A AND B STIRRUP STEPS AND

HANDRAILS. HANDRAILS TO BE FITTED TO S446, BOLTED STIRRUP STEP TO
S449. ANGLE BRACKETS 75X75X10 STEP ABOVE RAIL 360MM AT TARE.
REMOVE EMPTY/FULL INDICATOR. ATMX646. (RS4580)’.

19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
19.03.1991 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘GRADE CONTROL VALVE’.
19.03.1991 Repair ‘HANDRAILS END’.
19.03.1991 Repair ‘SIDE STEP’.
19.03.1991 Repair ‘TRAIN PIPE (END)’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.11.1991 Repair ‘BRAKE CONTROL PIPE’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘VEHICLE STENCILS’.
01.05.1992 Repair ‘SIDE STEP’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘END BRAKE COCK’.
06.10.1992 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Repair ‘SLOPE SHEET’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.

ATMX 647

02.05.1990 Reclassified from wagon ‘ATMX 647 Y’ to ’ wagon ‘ATMY 647 S’.

ATMX 648

10.03.1989 Reclassified from wagon ‘ATMX 648 A’ to ’ wagon ‘ATMY 648 E’.

ATMX 650

Details: wagon ‘ATMX 650 F’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-90
Date Built: 01.01.1972
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQX
BSG Code: FXTP

Capacity of 56400 litres

Fleet Grp Code: AG
Return to Service Date: 15.07.1996

13.11.1985 Alteration complete ‘FIT LIFTING PADS AND RECLASSIFY MOBIL TANK
WAGONS EX VICTORIA NEW CLASSIFICATIONS ARE :- ATMX 645, 646, 649, 650,
651, 647, 648. VTQX, VTQH (RS4084)’. New class: ‘ATMX’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘STEP’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMX 3220

Details: wagon ‘ATMX 3220 R’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 05.09.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68000 litres

Fleet Grp Code: AG
Return to Service Date: 25.09.1996
Due Triple Valve: 30.04.1997
Last Brake Cylinder: 20.10.1989
Last Single Car Test: 02.02.1993
Last Lift: 05.09.1980

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1989 Repair ‘VEHICLE STENCILS’.
29.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
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01.05.1992 Repair ‘TANK WAG. TANK COMPLETE’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘VEHICLE STENCILS’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

ATMX 3228

Details: wagon ‘ATMX 3228 U’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 25.08.1981
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 66200 litres

Fleet Grp Code: AG
Return to Service Date: 10.08.1996
Last Triple Valve: 19.07.1991
Last Single Car Test: 29.09.1992
Last Lift: 16.09.1987

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘TRAIN PIPE (END)’.
07.08.1991 Repair ‘END FRAME MEMBER’.
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07.08.1991 Repair ‘HANDBRAKE HANDLE’.
29.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
01.05.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
27.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1992 Repair ‘VEHICLE STENCILS’.
27.09.1992 Repair ‘WHEEL SET’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ATMX 3229

Details: wagon ‘ATMX 3229 G’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 16m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 21.08.1981
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 66200 litres

Fleet Grp Code: AG
Return to Service Date: 25.02.1996
Last Single Car Test: 19.08.1991
Last Lift: 30.06.1983

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.03.1991 Repair ‘COUPLER COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE COMPLETE’.
16.08.1991 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
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01.05.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.

ATMX 3263

Details: wagon ‘ATMX 3263 H’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 08.07.1982
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX WJR;PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 69380 litres

Fleet Grp Code: AG
Return to Service Date: 17.01.1996
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 06.08.1987

16.02.1987 Alteration complete ‘RECLASSIFY MOBIL TANK CAR WJR-615 TO
ATMX-3263 (RS4178)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘VEHICLE STENCILS’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE SPRING’.
18.07.1990 Repair ‘VEHICLE STENCILS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
01.05.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARINGS’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 1

Details: wagon ‘ATMY 1 F’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 11.03.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL; EX ATMX1F
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 01.02.1995
Last Brake Cylinder: 02.02.1988
Last Single Car Test: 12.06.1991
Last Lift: 09.08.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BRANCH PIPE’.
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31.05.1990 Repair ‘VEHICLE STENCILS’.
31.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 1 B’
31.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
31.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 1 B’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1990 Repair ‘VEHICLE STENCILS’.
04.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 1 B’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE COMPLETE’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 1 B’
23.10.1991 Repair ‘END HOSE’.
23.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 1 B’
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 1 B’
05.07.1993 Repair ‘AXLEBOX’.
05.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 1 B’
21.08.1993 Repair ‘SIDE STEP’.
21.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 1 B’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 1 B’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 1 B’
13.09.1996 Repair ‘VEHICLE RECLASSIFY’.
13.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATMX 1 B’

ATMY 2

Details: wagon ‘ATMY 2 Y’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL; EX ATMX2K
BSG Code: FXTP

Capacity of 68200 litres
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Fleet Grp Code: AG
Return to Service Date: 17.07.1996
Last Single Car Test: 16.02.1993
Last Lift: 09.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

26.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
26.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 2 K’
16.08.1991 Repair ‘END HOSE’.
16.08.1991 Repair ‘HANDRAILS’.
16.08.1991 Repair ‘SIDE STEP’.
16.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 2 K’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘WHEEL SET’.
21.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 2 K’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘END HOSE’.
14.08.1992 Repair ‘VEHICLE STENCILS’.
14.08.1992 Repair ‘WHEEL SET’.
14.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 2 K’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 2 K’
18.02.1993 Repair ‘BOGIE SIDEFRAME’.
18.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 2 K’
09.11.1993 Repair ‘END BRAKE COCK’.
09.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 2 K’
23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 2 K’
21.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 2 K’
22.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 2 K’
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 2 K’
13.09.1996 Repair ‘VEHICLE RECLASSIFY’.
13.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATMX 2 K’

ATMY 3

Details: wagon ‘ATMY 3 A’ in AN ‘Mainland Division’.

Owner: MOBIL
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Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 26.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 03.10.1996
Last Single Car Test: 25.10.1993
Last Lift: 09.08.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.09.1989 Repair ‘SIDE STEP’.
20.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 3 T’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘VEHICLE STENCILS’.
03.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 3 T’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘VEHICLE STENCILS’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 3 T’
27.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
27.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 3 T’
17.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 3 T’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘SIDE BEARER’.
17.07.1992 Repair ‘TANK WAG. TANK COMPLETE’.
17.07.1992 Repair ‘WHEEL SET’.
17.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 3 T’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘VEHICLE STENCILS’.
14.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 3 T’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 3 T’
28.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 3 T’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 3 T’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 3 T’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATMX 3 T’
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 3 T’
23.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 3 T’
07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATMX 3 T’
03.10.1996 Repair ‘VEHICLE RECLASSIFY’.
03.10.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 3 T’
03.10.1996 Alteration complete ‘MODIFY WAGONS ATMX 3T AND ATMX 4F FOR

HIGH SPEED CONVERSION AND RECLASSIFY TO ‘ATMY‘. RESTENCIL
WAGONS. (RS4944)’. New class: ‘ATMY’.

ATMY 4

Details: wagon ‘ATMY 4 J’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 03.10.1996
Last Single Car Test: 15.11.1993
Last Lift: 09.02.1983
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE COMPLETE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘TOP CENTRE PLATE’.
01.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 4 F’
27.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
27.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 4 F’
17.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘TOP CENTRE PLATE’.
13.08.1992 Repair ‘VEHICLE STENCILS’.
13.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 4 F’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE COMPLETE’.
29.09.1993 Repair ‘VEHICLE STENCILS’.
29.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 4 F’
21.10.1993 Repair ‘SIDE STEP’.
21.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BRANCH PIPE’.
09.11.1993 Repair ‘VEHICLE STENCILS’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 4 F’
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
27.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
03.10.1996 Repair ‘VEHICLE RECLASSIFY’.
03.10.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 4 F’
03.10.1996 Alteration complete ‘MODIFY WAGONS ATMX 3T AND ATMX 4F FOR

HIGH SPEED CONVERSION AND RECLASSIFY TO ‘ATMY‘. RESTENCIL
WAGONS. (RS4944)’. New class: ‘ATMY’.

ATMY 5

Details: wagon ‘ATMY 5 S’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
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Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 01.11.1996
Last Single Car Test: 25.08.1992
Last Lift: 01.09.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.09.1989 Repair ‘SIDE STEP’.
20.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 5 Y’
26.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
26.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 5 Y’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 5 Y’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 5 Y’
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 5 Y’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 5 Y’
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATMX 5 Y’
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Issued at location ‘Bolivar’ with a previous code of wagon ‘ATMX 5 Y’
24.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 5 Y’
04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 5 Y’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 5 Y’
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 5 Y’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 5 Y’
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21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 5 Y’
21.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 5 Y’
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 5 Y’
01.11.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE RECLASSIFY’.
01.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATMX 5 Y’

ATMY 6

Details: wagon ‘ATMY 6 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 01.11.1996
Last Single Car Test: 08.01.1992
Last Lift: 09.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.09.1989 Repair ‘SIDE STEP’.
20.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 6 A’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘VEHICLE STENCILS’.
23.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 6 A’
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25.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
25.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 6 A’
24.10.1990 Repair ‘BOGIE SPRING’.
24.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 6 A’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
06.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 6 A’
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Osborne’ with a previous code of wagon ‘ATMX 6 A’
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’
12.04.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATMX 6 A’
11.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATMX 6 A’
01.11.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE RECLASSIFY’.
01.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATMX 6 A’
01.11.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 6 A’

ATMY 7

Details: wagon ‘ATMY 7 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
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Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 30.01.1997
Last Triple Valve: 10.12.1992
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 25.10.1993
Last Lift: 09.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

26.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
26.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 7 J’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE SIDEFRAME’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 7 J’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘VEHICLE STENCILS’.
20.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 7 J’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘BRANCH PIPE’.
10.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘END BRAKE COCK’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘HANDRAILS END’.
10.12.1992 Repair ‘HANDRAILS END’.
10.12.1992 Repair ‘LADDER’.
10.12.1992 Repair ‘NYLON HOSE’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Repair ‘RELAY VALVE’.
10.12.1992 Repair ‘SIDE SILL’.
10.12.1992 Repair ‘SIDE STEP’.
10.12.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.12.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
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10.12.1992 Repair ‘TANK WAG. HYDROSTATIC TEST’.
10.12.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
10.12.1992 Repair ‘TANK WAG. SADDLES’.
10.12.1992 Repair ‘UNDERFRAME COMPLETE’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATMX 7 J’
16.12.1992 Repair ‘VEHICLE STENCILS’.
16.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 7 J’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘VEHICLE STENCILS’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 7 J’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 7 J’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 7 J’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

ATMY 8

Details: wagon ‘ATMY 8 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
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Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 07.08.1996
Last Single Car Test: 07.08.1992
Last Lift: 09.02.1983

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATMX 8 S’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BRAKE PULL ROD’.
04.10.1989 Repair ‘END BRAKE COCK’.
04.10.1989 Repair ‘SIDE BEARER’.
04.10.1989 Repair ‘TRAIN PIPE (END)’.
04.10.1989 Repair ‘VEHICLE RECLASSIFY’.
04.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATMX 8 S’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BEARERS’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1991 Repair ‘VEHICLE STENCILS’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘TRAIN PIPE (END)’.
05.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘VEHICLE STENCILS’.
06.08.1992 Repair ‘WHEEL SET’.
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20.11.1993 Repair ‘SIDE STEP’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 9

Details: wagon ‘ATMY 9 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68200 litres
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Fleet Grp Code: AG
Return to Service Date: 13.09.1996
Last Single Car Test: 11.06.1991
Last Lift: 01.09.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
27.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 9 E’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 9 E’
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1991 Repair ‘HANDRAILS’.
09.01.1991 Repair ‘SIDE STEP’.
09.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 9 E’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 9 E’
01.10.1993 Repair ‘BOGIE COMPLETE’.
01.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 9 E’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 9 E’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 9 E’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
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ATMY 10

Details: wagon ‘ATMY 10 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 06.07.1996
Last Single Car Test: 08.11.1993
Last Lift: 09.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
25.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 10 A’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘END FRAME MEMBER’.
26.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 10 A’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1991 Repair ‘TOP CENTRE PLATE’.
24.10.1991 Repair ‘VEHICLE STENCILS’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 10 A’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
09.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 10 A’
25.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATMX 10 A’
19.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 10 A’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 10 A’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 10 A’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 10 A’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 10 A’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 11

Details: wagon ‘ATMY 11 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 50.6 tonnes

Capacity of 68200 litres
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Fleet Grp Code: AG
Return to Service Date: 13.09.1996
Last Single Car Test: 07.03.1994
Last Lift: 05.08.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1989 Repair ‘VEHICLE STENCILS’.
08.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 11 J’
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 11 J’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRANCH PIPE’.
19.10.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 11 J’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE CONTROL PIPE’.
10.04.1990 Repair ‘VEHICLE STENCILS’.
10.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 11 J’
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘HANDBRAKE HANDLE’.
19.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 11 J’
25.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
25.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 11 J’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRANCH PIPE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 11 J’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
18.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 11 J’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 11 J’
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 11 J’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 11 J’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 11 J’
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE BEARINGS’.
02.03.1994 Repair ‘SIDE BEARER’.
02.03.1994 Repair ‘VEHICLE STENCILS’.
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02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATMX 11 J’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

31.07.1994 Repair ‘BOGIE BEARERS’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE RECLASSIFY’.
31.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 11 J’
31.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 11 J’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 12

Details: wagon ‘ATMY 12 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68200 litres
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Fleet Grp Code: AG
Return to Service Date: 07.06.1996
Last Triple Valve: 06.04.1993
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 06.04.1993
Last Lift: 09.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘WHEEL SET’.
21.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 12 S’
28.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 12 S’
30.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
30.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 12 S’
14.03.1991 Repair ‘END BRAKE COCK’.
14.03.1991 Repair ‘END HOSE’.
14.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATMX 12 S’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
28.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 12 S’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Repair ‘BRANCH PIPE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.03.1993 Repair ‘EMPTY LOAD VALVE’.
15.03.1993 Repair ‘END BRAKE COCK’.
15.03.1993 Repair ‘END HOSE’.
15.03.1993 Repair ‘GRADE CONTROL VALVE’.
15.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘RELAY VALVE’.
15.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.03.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.03.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
15.03.1993 Repair ‘TANK WAG. SAFETY VALVE’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATMX 12 S’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.
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RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 12 S’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 13

Details: wagon ‘ATMY 13 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 06.07.1996
Last Triple Valve: 21.07.1992
Last Single Car Test: 21.07.1992
Last Lift: 01.09.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.09.1989 Repair ‘VEHICLE STENCILS’.
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15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
24.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
24.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 13 E’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘EMPTY LOAD VALVE’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE ADAPTER’.
15.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘VEHICLE STENCILS’.
08.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1992 Repair ‘TOP CENTRE PLATE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 13 E’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘BRAKE CONTROL PIPE’.
17.07.1992 Repair ‘BRAKE LEVER’.
17.07.1992 Repair ‘BRANCH PIPE’.
17.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMX 13 E’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMX 13 E’
26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMX 13 E’
26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMX 13 E’
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26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATMX 13 E’

29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.
RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 13 E’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 14

Details: wagon ‘ATMY 14 R’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 02.12.1996
Last Triple Valve: 04.02.1993
Last Single Car Test: 25.08.1992
Last Lift: 30.09.1986
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 14 N’
31.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
31.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 14 N’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE SPRING’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 14 N’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 14 N’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 14 N’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 14 N’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 14 N’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 14 N’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
02.12.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 15

Details: wagon ‘ATMY 15 D’ in AN ‘Mainland Division’.
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Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68200 litres

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 10.07.1996
Last Single Car Test: 19.01.1993
Last Lift: 09.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
27.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
27.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 15 W’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BEARINGS’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
07.04.1992 Repair ‘WHEEL SET’.
07.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘AXLEBOX’.
15.06.1992 Repair ‘BRAKE BLOCK RB95’.
15.06.1992 Repair ‘VEHICLE COMPLETE’.
15.06.1992 Repair ‘WHEEL SET’.
15.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
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18.08.1992 Repair ‘VEHICLE STENCILS’.
18.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BEARERS’.
06.01.1993 Repair ‘VEHICLE STENCILS’.
06.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘AXLEBOX’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
14.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 15 W’
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 15 W’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

31.07.1994 Repair ‘BOGIE BEARERS’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE RECLASSIFY’.
31.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 15 W’
31.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 15 W’
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 16

Details: wagon ‘ATMY 16 M’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 09.02.1983
Operating System: AN

4370



2.164. Wagon classification starting with ‘ATM’

Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 28.12.1996
Last Triple Valve: 11.02.1993
Last Brake Cylinder: 11.02.1993
Last Single Car Test: 14.10.1993
Last Lift: 15.04.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
31.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 16 X’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
11.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.02.1993 Repair ‘BRAKE LEVER’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1993 Repair ‘NYLON HOSE’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘RELAY VALVE’.
11.02.1993 Repair ‘SIDE SILL’.
11.02.1993 Repair ‘TANK WAG. DE-GAS TANK’.
11.02.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.02.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.02.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
11.02.1993 Repair ‘TRAIN PIPE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATMX 16 X’
14.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 16 X’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘VEHICLE STENCILS’.
05.10.1993 Repair ‘WHEEL SET’.
05.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 16 X’
25.12.1993 Repair ‘BOGIE BEARINGS’.
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25.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 16 X’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 16 X’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 16 X’
22.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 16 X’
28.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Repair ‘VEHICLE COMPLETE’.
28.12.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 16 X’
04.01.1997 Repair ‘VEHICLE RECLASSIFY’.
04.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ATMX 16 X’

ATMY 17

Details: wagon ‘ATMY 17 V’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 28.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 14.06.1996
Last Triple Valve: 06.04.1993
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 06.04.1993
Last Lift: 08.03.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

23.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
23.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 17 R’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘BRAKE LEVER’.
25.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 17 R’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 17 R’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1993 Repair ‘BRAKE BLOCK RB101’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘BRANCH PIPE’.
05.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.04.1993 Repair ‘EMPTY LOAD VALVE’.
05.04.1993 Repair ‘GRADE CONTROL VALVE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘NYLON HOSE’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
05.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1993 Repair ‘RELAY VALVE’.
05.04.1993 Repair ‘SIDE SILL’.
05.04.1993 Repair ‘TANK WAG. DE-GAS TANK’.
05.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
05.04.1993 Repair ‘TANK WAG. HYDROSTATIC TEST’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATMX 17 R’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 17 R’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 17 R’
04.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 17 R’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
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ATMY 18

Details: wagon ‘ATMY 18 H’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-80
Date Built: 28.02.1983
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF MOBIL
BSG Code: FXTP

Capacity of 68200 litres

Fleet Grp Code: AG
Return to Service Date: 28.12.1996
Last Single Car Test: 07.08.1991
Last Lift: 28.02.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

30.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
30.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 18 D’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Repair ‘WHEEL SET’.
05.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 18 D’
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 18 D’
18.11.1993 Repair ‘BOGIE SIDEFRAME’.
18.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 18 D’
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 18 D’
09.06.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 18 D’
20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 18 D’
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 18 D’
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12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATMX 18 D’
28.12.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE RECLASSIFY’.
04.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ATMX 18 D’

ATMY 19

Details: wagon ‘ATMY 19 Q’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 24.02.1984
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMX;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 68400 litres

Fleet Grp Code: AG
Return to Service Date: 21.10.1996
Last Single Car Test: 05.06.1991
Last Lift: 24.02.1984

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘VEHICLE STENCILS’.
08.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 19 M’
24.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
24.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMX 19 M’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘VEHICLE STENCILS’.
29.01.1991 Repair ‘WHEEL SET’.
29.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 19 M’
03.04.1991 Repair ‘END HOSE’.
03.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 19 M’
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13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘END FRAME MEMBER’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 19 M’
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 19 M’
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATMX 19 M’
29.07.1994 Alteration complete ‘FIT CCSB BOGIES TO (10) ‘ATMX’ TANK WAGONS.

RECLASSIFY ‘ATMY’ ATMX 1-17 (10 TO BE SELECTED). (RS4873)’. New class:
‘ATMY’.

31.07.1994 Repair ‘BOGIE BEARERS’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE RECLASSIFY’.
31.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 19 M’
31.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATMX 19 M’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 105

Details: wagon ‘ATMY 105 C’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-6
Date Built: 01.01.1928
Operating System: AN
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Intended Use: PETROLEUM PRODS
Remarks: EX ATML;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 39000 litres

Fleet Grp Code: AG AO UZ UM
Return to Service Date: 13.01.1993
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 19.01.1993
Last Lift: 26.10.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘SIDE BEARER’.
07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 105 T’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘STEP’.
27.06.1991 Repair ‘STEP’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.01.1992 Repair ‘SIDE STEP’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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22.07.1992 Repair ‘VEHICLE STENCILS’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘VEHICLE STENCILS’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 106

11.03.1987 Reclassified from wagon ‘ATMY 106 L’ to ’ wagon ‘ATMF 106 E’.

ATMY 142

Details: wagon ‘ATMY 142 H’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 25.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-6
Date Built: 01.01.1928
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 39322 litres

Fleet Grp Code: WI AG
Return to Service Date: 26.08.1987
Due Triple Valve: 01.04.1988
Last Lift: 26.08.1987

08.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS TO ‘ATMY‘.
RETAIN SAME NUMBERS. TV 109, 142, 143 & 9037. (RS4148)’. New class: ‘ATMF’.

15.01.1988 Alteration ‘RECLASSIFY ATMY TO ATMF - REFER RS4231 (RS3048)’. New
class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.
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ATMY 143

Details: wagon ‘ATMY 143 Q’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-6
Date Built: 01.01.1928
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FBTP

Capacity of 39460 litres

Fleet Grp Code: WI AG
Return to Service Date: 11.09.1987
Due Triple Valve: 01.09.1988
Last Lift: 11.09.1987

08.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANKS CARS TO ‘ATMY‘.
RETAIN SAME NUMBERS. TV 109, 142, 143 & 9037. (RS4148)’. New class: ‘ATMF’.

15.01.1988 Alteration ‘RECLASSIFY ATMY TO ATMF - REFER RS4231 (RS3048)’. New
class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ATMY 161

31.10.1989 Reclassified from wagon ‘ATMY 161 Y’ to ’ wagon ‘ATMF 161 H’.

ATMY 162

Details: wagon ‘ATMY 162 A’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.1tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMF;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 07.01.1993
Due Triple Valve: 20.02.1993
Last Triple Valve: 11.04.1988
Last Brake Cylinder: 20.02.1992
Last Single Car Test: 19.01.1993
Last Lift: 01.10.1983

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE BEARINGS’.
10.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1989 Repair ‘WHEEL SET’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘BRANCH PIPE’.
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20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.03.1990 Repair ‘STEP’.
20.03.1990 Repair ‘TANK WAG. TANK COMPLETE’.
20.03.1990 Repair ‘YOKE COMPLETE’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRANCH PIPE’.
17.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1990 Repair ‘ISOLATING COCK’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘BRANCH PIPE’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
26.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
26.02.1992 Repair ‘VEHICLE RENUMBERED’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘TRAIN PIPE (END)’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘TRAIN PIPE (END)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 163

Details: wagon ‘ATMY 163 J’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
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Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 01.05.1992
Due Triple Valve: 04.05.1993
Last Brake Cylinder: 19.12.1988
Last Single Car Test: 13.06.1989
Last Lift: 01.08.1983

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Repair ‘BRAKE LEVER’.
18.06.1990 Repair ‘BRAKE PULL ROD’.
01.07.1991 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘END HOSE’.
01.07.1991 Repair ‘TANK WAG. STRAPS’.
14.11.1991 Repair ‘TANK WAG. STRAPS’.
11.01.1992 Repair ‘END HOSE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1992 Repair ‘TANK WAG. STRAPS’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 164

Details: wagon ‘ATMY 164 S’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-26
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Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45500 litres

Fleet Grp Code: SJ SZ
Return to Service Date: 30.07.1996
Due Triple Valve: 17.10.1992
Last Brake Cylinder: 17.10.1991
Last Single Car Test: 17.10.1991
Last Lift: 01.07.1982

30.09.1986 Alteration complete ‘MOBIL TANKS EX VIC. FIT LIFTING PADS,
RELOCATE HANDBRAKE ROD AND TANK BANDS, REPLACE SIDEBEARERS.
RECLASSIFY TO ‘ATMY’, RETAIN SAME NUMBERS. VTQA 161, 164 & 253 TO BE
PLACED ON S.G. BOGIES (50T RIDE CONTROL). VTQA 252, 254 & 255 TO BE
PLACED ON B.G. RIDE CONTROL BOGIES OWNED BY MOBIL. (RS4153)’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

14.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATMF 164 L’
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 164 L’
27.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
27.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 164 L’
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 164 L’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 164 L’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘END HOSE’.
28.08.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
28.08.1990 Repair ‘TANK WAG. SAFETY VALVE’.
28.08.1990 Repair ‘TANK WAG. TANK COMPLETE’.
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28.08.1990 Repair ‘TRAIN PIPE (END)’.
28.08.1990 Repair ‘VEHICLE RECLASSIFY’.
28.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 164 L’
07.09.1990 Repair ‘TANK WAG. TANK COMPLETE’.
07.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 164 L’
05.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRAKE BLOCK RB95’.
15.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 165

13.11.1987 Reclassified from wagon ‘ATMY 165 E’ to ’ wagon ‘ATMF 165 U’.

ATMY 166

25.07.1989 Reclassified from wagon ‘ATMY 166 N’ to ’ wagon ‘ATMF 166 G’.

ATMY 167

Details: wagon ‘ATMY 167 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMF;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres
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Fleet Grp Code: UM UZ AG
Return to Service Date: 08.11.1993
Due Triple Valve: 11.11.1994
Last Brake Cylinder: 11.11.1993
Last Single Car Test: 11.11.1993
Last Lift: 01.07.1982

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘END BRAKE COCK’.
07.08.1989 Repair ‘VEHICLE STENCILS’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘TRAIN PIPE’.
06.03.1990 Repair ‘WEAR PLATES & SADDLES’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1990 Repair ‘TRAIN PIPE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘TRAIN PIPE (END)’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1990 Repair ‘TANK WAG. SAFETY VALVE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRAKE PULL ROD’.
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15.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BRAKE PULL ROD’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘COUPLER KNUCKLE’.
10.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘BRANCH PIPE’.
18.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1992 Repair ‘VEHICLE STENCILS’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘BRANCH PIPE’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BRAKE CONTROL PIPE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1993 Repair ‘VEHICLE STENCILS’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 168

Details: wagon ‘ATMY 168 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.4tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-26
Date Built: 01.01.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: AG WI UZ
Return to Service Date: 29.07.1996
Due Triple Valve: 31.07.1992
Last Brake Cylinder: 31.07.1991
Last Single Car Test: 03.06.1991
Last Lift: 10.09.1983

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

05.08.1989 Repair ‘STEP’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 168 B’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE COMPLETE’.
04.01.1990 Repair ‘BRAKE PULL ROD’.
04.01.1990 Repair ‘BRANCH PIPE’.
04.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.01.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.01.1990 Repair ‘END HOSE’.
04.01.1990 Repair ‘SIDE BEARER’.
04.01.1990 Repair ‘SIDE STEP’.
04.01.1990 Repair ‘TOP CENTRE PLATE’.
04.01.1990 Repair ‘TRAIN PIPE (END)’.
04.01.1990 Repair ‘VEHICLE RECLASSIFY’.
04.01.1990 Repair ‘YOKE CARRIER’.
04.01.1990 Repair ‘YOKE PIN’.
04.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 168 B’
24.04.1990 Repair ‘VEHICLE STENCILS’.
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24.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘ATMF 168 B’

26.09.1990 Repair ‘TANK WAG. STRAPS’.
26.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 168 B’
06.04.1991 Repair ‘STEP’.
06.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATMF 168 B’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BOGIE SPRING’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘BRANCH PIPE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.05.1991 Repair ‘SIDE BEARER’.
23.05.1991 Repair ‘TOP CENTRE PLATE’.
23.05.1991 Repair ‘TRAIN PIPE (END)’.
23.05.1991 Repair ‘TRAIN PIPE’.
23.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 168 B’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 168 B’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘BRANCH PIPE’.
31.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘END BRAKE COCK’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘WHEEL SET’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 168 B’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 168 B’
29.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 246

Details: wagon ‘ATMY 246 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.2tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMF;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: WK UZ AG
Return to Service Date: 15.10.1991
Due Triple Valve: 26.12.1991
Last Brake Cylinder: 24.06.1991
Last Single Car Test: 30.07.1991
Last Lift: 10.11.1987

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘VEHICLE STENCILS’.
04.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 246 U’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BEARERS’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.12.1990 Repair ‘COUPLER COMPLETE’.
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20.12.1990 Repair ‘SIDE BEARER’.
20.12.1990 Repair ‘TOP CENTRE PLATE’.
20.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Repair ‘YOKE COMPLETE’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 246 U’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE BEARERS’.
17.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1991 Repair ‘SIDE BEARER’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE SPRING’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE LEVER’.
19.03.1991 Repair ‘HOSE FITTINGS’.
19.03.1991 Repair ‘SIDE BEARER’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘LADDER’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 247

25.07.1989 Reclassified from wagon ‘ATMY 247 N’ to ’ wagon ‘ATMF 247 G’.

ATMY 248

16.11.1987 Reclassified from wagon ‘ATMY 248 W’ to ’ wagon ‘ATMF 248 P’.

ATMY 249

16.11.1987 Reclassified from wagon ‘ATMY 249 X’ to ’ wagon ‘ATMF 249 B’.

ATMY 251

Details: wagon ‘ATMY 251 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
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Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: AG UZ WI
Return to Service Date: 13.09.1996
Due Triple Valve: 06.11.1991
Last Brake Cylinder: 06.11.1990
Last Single Car Test: 06.03.1992
Last Lift: 01.12.1983

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRANCH PIPE’.
29.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE LEVER’.
05.04.1990 Repair ‘BRAKE PULL ROD’.
05.04.1990 Repair ‘BRANCH PIPE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘DRAFT GEAR POCKET’.
05.04.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.04.1990 Repair ‘STEP’.
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05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Repair ‘TRAIN PIPE (END)’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘YOKE CARRIER’.
05.04.1990 Repair ‘YOKE COMPLETE’.
05.04.1990 Repair ‘YOKE PIN’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 251 G’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRANCH PIPE’.
28.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
09.07.1990 Repair ‘BRANCH PIPE’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BRANCH PIPE’.
24.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BRAKE BLOCK RB95’.
10.09.1990 Repair ‘BRANCH PIPE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘STEP’.
10.09.1990 Repair ‘WEAR PLATES & SADDLES’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 251 G’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1990 Repair ‘VEHICLE STENCILS’.
02.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 251 G’
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘BRANCH PIPE’.
16.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘BRANCH PIPE’.
31.07.1991 Repair ‘CARD OR CLIP HOLDER’.
31.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 251 G’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
03.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
03.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATMF 251 G’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.03.1992 Repair ‘BRAKE PULL ROD’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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04.03.1992 Repair ‘TOP CENTRE PLATE’.
04.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 251 G’
28.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 251 G’
02.06.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE RECLASSIFY’.
02.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 251 G’
18.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 252

28.10.1988 Reclassified from wagon ‘ATMY 252 W’ to ’ wagon ‘ATMF 252 P’.

ATMY 253

25.09.1989 Reclassified from wagon ‘ATMY 253 X’ to ’ wagon ‘ATMF 253 B’.

ATMY 254

Details: wagon ‘ATMY 254 R’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 48250 litres

Fleet Grp Code: AG AO UZ WI
Return to Service Date: 04.06.1996
Due Triple Valve: 04.02.1992
Last Single Car Test: 19.11.1991
Last Lift: 01.07.1982

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
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TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

30.09.1986 Alteration complete ‘MOBIL TANKS EX VIC. FIT LIFTING PADS,
RELOCATE HANDBRAKE ROD AND TANK BANDS, REPLACE SIDEBEARERS.
RECLASSIFY TO ‘ATMY’, RETAIN SAME NUMBERS. VTQA 161, 164 & 253 TO BE
PLACED ON S.G. BOGIES (50T RIDE CONTROL). VTQA 252, 254 & 255 TO BE
PLACED ON B.G. RIDE CONTROL BOGIES OWNED BY MOBIL. (RS4153)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 254 K’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘WEAR PLATES & SADDLES’.
23.08.1990 Repair ‘WHEEL SET’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 254 K’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
30.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1991 Repair ‘DRAFT GEAR POCKET’.
30.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1991 Repair ‘SIDE BEARER’.
30.01.1991 Repair ‘STEP’.
30.01.1991 Repair ‘TRAIN PIPE’.
30.01.1991 Repair ‘WEAR PLATES & SADDLES’.
30.01.1991 Repair ‘YOKE CARRIER’.
30.01.1991 Repair ‘YOKE FOLLOWER’.
30.01.1991 Repair ‘YOKE PIN’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 254 K’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
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15.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1991 Repair ‘YOKE COMPLETE’.
15.11.1991 Repair ‘YOKE FOLLOWER’.
15.11.1991 Repair ‘YOKE PIN’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 254 K’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 254 K’
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE RECLASSIFY’.
04.06.1996 Repair ‘VEHICLE RECLASSIFY’.
04.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 254 K’

ATMY 255

31.05.1990 Reclassified from wagon ‘ATMY 255 D’ to ’ wagon ‘ATMF 255 T’.

ATMY 256

Details: wagon ‘ATMY 256 M’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: V TW-25
Date Built: 01.01.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;TANK & U/F PROP. OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres

Fleet Grp Code: AG WI UZ
Return to Service Date: 28.05.1996
Due Triple Valve: 15.02.1990
Last Lift: 01.08.1982

26.08.1986 Alteration complete ‘TRANSFER MOBIL TANK CARS EX VIC. TO
STANDARD GAUGE. FIT LIFTING PADS, RELOCATE END HANDBRAKE AND
TANK BANDS TO CLEAR BOGIE FRAME. RECLASSIFY TO ‘ATMY’, RETAIN SAME
NUMBERS. VEHICLE NOS. 162A, 163J, 165K, 166N,
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167F,168X,246F,247N,248W,249X,251N,256S. 50T BOGIES EX PT. AUGUSTA.
VTQA 162, 163, 165, 166, 168, 167, 246, 247, 248, 249, 251 & 256. (RS4144)’. New
class: ‘ATMY’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘TRAIN PIPE (END)’.
21.07.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘ATMF 256 F’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1989 Repair ‘WEAR PLATES & SADDLES’.
16.08.1989 Repair ‘YOKE CARRIER’.
16.08.1989 Repair ‘YOKE PIN’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 256 F’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 256 F’
13.11.1991 Repair ‘TANK WAG. SAFETY VALVE’.
13.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 256 F’
28.05.1996 Repair ‘VEHICLE RECLASSIFY’.
28.05.1996 Repair ‘VEHICLE RECLASSIFY’.
28.05.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATMF 256 F’
28.05.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATMF 256 F’

ATMY 260

14.03.1988 Reclassified from wagon ‘ATMY 260 M’ to ’ wagon ‘ATMF 260 F’.

ATMY 301

14.01.1996 Reclassified from wagon ‘ATMY 301 D’ to ’ wagon ‘RTMY 301 U’.

ATMY 302

Details: wagon ‘ATMY 302 M’ in AN ‘Mainland Division’.
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Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-46
Date Built: 06.11.1974
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;TANK & U/F PROP.OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG UZ UM
Return to Service Date: 27.02.1992
Due Triple Valve: 12.06.1992
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 12.06.1991
Last Lift: 21.04.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 302 G’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1990 Repair ‘STEP’.
03.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 302 G’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BEARERS’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘VEHICLE RECLASSIFY’.
30.05.1990 Repair ‘VEHICLE STENCILS’.
30.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 302 G’
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21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRANCH PIPE’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘DRAFT GEAR POCKET’.
14.12.1990 Repair ‘SIDE BEARER’.
14.12.1990 Repair ‘SIDE STEP’.
14.12.1990 Repair ‘TOP CENTRE PLATE’.
14.12.1990 Repair ‘TRAIN PIPE (END)’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1991 Repair ‘ISOLATING COCK’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
29.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 303

Details: wagon ‘ATMY 303 V’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-45
Date Built: 16.12.1971
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45600 litres
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Fleet Grp Code: AG UZ UM
Return to Service Date: 24.03.1994
Due Triple Valve: 29.06.1993
Last Brake Cylinder: 29.06.1992
Last Single Car Test: 29.06.1992
Last Lift: 02.06.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘STMC’ AND ‘ATMY’ TO ‘ATMF’ REFER
RS4237 (RS3081)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BRAKE CONTROL PIPE’.
20.10.1989 Repair ‘TANK WAG. STRAPS’.
20.10.1989 Repair ‘TRAIN PIPE (END)’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1989 Repair ‘VEHICLE STENCILS’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1990 Repair ‘ISOLATING COCK’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1991 Repair ‘WHEEL SET’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘WEAR PLATES & SADDLES’.
15.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE BEARERS’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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23.06.1992 Repair ‘VEHICLE STENCILS’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘HOSE FITTINGS’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 332

Details: wagon ‘ATMY 332 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-46
Date Built: 04.11.1971
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;TANK & U/F PROP.OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG UM UZ
Return to Service Date: 10.06.1993
Due Triple Valve: 07.08.1993
Last Brake Cylinder: 07.06.1991
Last Single Car Test: 07.08.1992
Last Lift: 18.08.1972

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.
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11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BEARERS’.
11.12.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘BRANCH PIPE’.
11.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1989 Repair ‘SIDE BEARER’.
11.12.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘TOP CENTRE PLATE’.
11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Repair ‘YOKE CARRIER’.
11.12.1989 Repair ‘YOKE COMPLETE’.
11.12.1989 Repair ‘YOKE FOLLOWER’.
11.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 332 H’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1990 Repair ‘TRAIN PIPE’.
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BRANCH PIPE’.
13.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.07.1990 Repair ‘COUPLER COMPLETE’.
13.07.1990 Repair ‘SIDE BEARER’.
13.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
25.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1990 Repair ‘GRADE CONTROL VALVE’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE PULL ROD’.
16.03.1992 Repair ‘BRANCH PIPE’.
16.03.1992 Repair ‘WEAR PLATES & SADDLES’.
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02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.07.1992 Repair ‘VEHICLE STENCILS’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BEARERS’.
05.08.1992 Repair ‘SIDE BEARER’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘HOSE FITTINGS’.
07.04.1993 Repair ‘TRAIN PIPE’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRANCH PIPE’.
04.06.1993 Repair ‘END HOSE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 334

Details: wagon ‘ATMY 334 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-46
Date Built: 01.01.1969
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;TANK & U/F PROP.OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG AO UZ WI
Return to Service Date: 16.09.1991
Due Triple Valve: 17.09.1992
Last Brake Cylinder: 02.10.1990
Last Single Car Test: 17.09.1991
Last Lift: 07.12.1981
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23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘SIDE BEARER’.
06.07.1989 Repair ‘VEHICLE RECLASSIFY’.
06.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 334 C’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1990 Repair ‘VEHICLE STENCILS’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BEARERS’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘SIDE BEARER’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.06.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.09.1991 Repair ‘VEHICLE STENCILS’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 335

Details: wagon ‘ATMY 335 R’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-46
Date Built: 15.11.1974
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Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;TANK & U/F PROP.OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG AO UZ UM
Return to Service Date: 21.07.1994
Due Triple Valve: 11.03.1995
Last Brake Cylinder: 11.03.1994
Last Single Car Test: 11.03.1994
Last Lift: 03.09.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BRAKE BLOCK RB101’.
15.08.1989 Repair ‘WHEEL SET’.
15.08.1989 Repair ‘YOKE CARRIER’.
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘VEHICLE STENCILS’.
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BEARERS’.
23.03.1990 Repair ‘SIDE BEARER’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.03.1990 Repair ‘BOGIE BEARERS’.
30.03.1990 Repair ‘SIDE BEARER’.
30.03.1990 Repair ‘WHEEL SET’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1990 Repair ‘TRAIN PIPE’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRANCH PIPE’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.04.1991 Repair ‘BRANCH PIPE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE ADAPTER’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BEARERS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE PULL ROD’.
03.06.1991 Repair ‘BRANCH PIPE’.
03.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BEARINGS’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.02.1992 Repair ‘VEHICLE STENCILS’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BEARINGS’.
21.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.09.1992 Repair ‘VEHICLE STENCILS’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘WHEEL SET’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Repair ‘VEHICLE STENCILS’.
07.03.1994 Repair ‘WHEEL SET’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE STENCILS’.
11.03.1994 Repair ‘WHEEL SET’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 353

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
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‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘STMC’ AND ‘ATMY’ TO ‘ATMF’ REFER
RS4237 (RS3081)’. New class: ‘ATMF’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BEARINGS’.
05.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMF 353 X’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.07.1989 Repair ‘VEHICLE STENCILS’.
31.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 353 X’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1989 Repair ‘VEHICLE STENCILS’.
18.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 353 X’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘SIDE BEARER’.
17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 353 X’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘GRADE CONTROL VALVE’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.02.1990 Repair ‘VEHICLE STENCILS’.
09.05.1991 Repair ‘VEHICLE COMPLETE’.
09.05.1991 Repair ‘VEHICLE STENCILS’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1991 Repair ‘VEHICLE STENCILS’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BEARINGS’.
09.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.07.1992 Repair ‘VEHICLE STENCILS’.
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATMY 413

03.10.1988 Reclassified from wagon ‘ATMY 413 N’ to ’ wagon ‘ATMF 413 G’.

ATMY 418

Details: wagon ‘ATMY 418 M’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 30.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-18
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX TV;PROPERTY OF MOBIL
BSG Code: FBTZ

Capacity of 44730 litres

Fleet Grp Code: AG UM UZ
Return to Service Date: 07.12.1993
Last Lift: 31.07.1986

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMF‘. RETAIN
SAME NUMBERS. TV 363, 413, 418, 427. (RS4142)’. New class: ‘ATMF’.

15.01.1988 Alteration ‘RECLASSIFY ATMY TO ATMF - REFER RS4231 (RS3048)’. New
class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘TRAIN PIPE (END)’.
11.02.1992 Repair ‘SIDE STEP’.
07.12.1993 Repair ‘STEP’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 427

Details: wagon ‘ATMY 427 L’ in AN ‘Mainland Division’.

Owner: MOBIL
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Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 30.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-18
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX ATMF;PROPERTY OF MOBIL
BSG Code: FBTZ

Capacity of 44460 litres

Fleet Grp Code: AG UZ UM
Return to Service Date: 15.03.1994
Due Triple Valve: 25.07.1990
Last Brake Cylinder: 25.07.1989
Last Lift: 04.08.1986

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMF‘. RETAIN
SAME NUMBERS. TV 363, 413, 418, 427. (RS4142)’. New class: ‘ATMF’.

15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 427 E’
11.02.1990 Repair ‘BOGIE SPRING’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 427 E’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER KNUCKLE’.
21.04.1990 Repair ‘SIDE SHEET’.
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21.04.1990 Repair ‘STEP’.
21.04.1990 Repair ‘TRAIN PIPE (END)’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 427 E’
13.02.1991 Repair ‘LADDER’.
13.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 427 E’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘ISOLATING COCK’.
28.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘VEHICLE STENCILS’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 427 E’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘SIDE SILL’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘VEHICLE STENCILS’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 454

Details: wagon ‘ATMY 454 X’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-18
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: EX ATMF;PROPERTY OF MOBIL
BSG Code: FBTZ

Capacity of 44000 litres

Fleet Grp Code: AG UM
Return to Service Date: 27.11.1992
Last Triple Valve: 22.12.1988
Last Lift: 27.10.1986

09.09.1986 Alteration complete ‘RECLASSIFY MOBIL TANK CARS TO ‘ATMY‘. RETAIN
SAME NUMBERS. TV 426, 427, 454. (RS4149)’.
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15.01.1988 Alteration complete ‘RECLASSIFY ATMY TO ATMF - REFER RS4231
(RS3048)’. New class: ‘ATMF’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 454 B’
27.09.1990 Repair ‘DOOR FRAME’.
27.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMF 454 B’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 454 B’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE BEARERS’.
25.03.1991 Repair ‘VEHICLE RECLASSIFY’.
25.03.1991 Repair ‘VEHICLE STENCILS’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 454 B’
27.11.1992 Repair ‘BOGIE SPRING’.
27.11.1992 Repair ‘END HOSE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 647

Details: wagon ‘ATMY 647 S’ in AN ‘Mainland Division’.

Owner: AMOCO
Operator: C
Length Over Headstocks: 15m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-89
Date Built: 01.01.1968
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTQX(VLINE);MOBIL (AMOCO OWNED)
BSG Code: FSTZ

Capacity of 56408 litres
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Fleet Grp Code: AG
Return to Service Date: 16.07.1996
Due Triple Valve: 18.03.1994
Last Brake Cylinder: 18.08.1993
Last Single Car Test: 09.03.1994
Last Lift: 16.11.1987

13.11.1985 Alteration complete ‘FIT LIFTING PADS AND RECLASSIFY MOBIL TANK
WAGONS EX VICTORIA NEW CLASSIFICATIONS ARE :- ATMX 645, 646, 649, 650,
651, 647, 648. VTQX, VTQH (RS4084)’. New class: ‘ATMX’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMX 647 Y’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
24.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMX 647 Y’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘YOKE CARRIER’.
14.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMX 647 Y’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMX 647 Y’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BEARERS’.
02.05.1990 Repair ‘BOGIE COMPLETE’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.05.1990 Repair ‘SIDE BEARER’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Repair ‘VEHICLE RECLASSIFY’.
02.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMX 647 Y’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.06.1990 Repair ‘BRANCH PIPE’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘SIDE BEARER’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BRAKE CONTROL PIPE’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE PULL ROD’.
16.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BRANCH PIPE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.02.1992 Repair ‘VEHICLE STENCILS’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘BRANCH PIPE’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1992 Repair ‘SIDE BEARER’.
05.03.1992 Repair ‘TOP CENTRE PLATE’.
05.03.1992 Repair ‘YOKE COMPLETE’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.03.1992 Repair ‘VEHICLE STENCILS’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRANCH PIPE’.
10.11.1992 Repair ‘END BRAKE COCK’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BEARINGS’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘VEHICLE STENCILS’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘BRANCH PIPE’.
18.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BRAKE CONTROL PIPE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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03.01.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 648

Details: wagon ‘ATMY 648 E’ in AN ‘Mainland Division’.

Owner: AMOCO
Operator: C
Length Over Headstocks: 15m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-89
Date Built: 01.01.1968
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTQX(V/LINE);MOBIL (AMOCO OWNED)
BSG Code: FSTZ

Capacity of 56408 litres

Fleet Grp Code: AG
Return to Service Date: 16.12.1996
Due Triple Valve: 13.03.1992
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991

13.11.1985 Alteration complete ‘FIT LIFTING PADS AND RECLASSIFY MOBIL TANK
WAGONS EX VICTORIA NEW CLASSIFICATIONS ARE :- ATMX 645, 646, 649, 650,
651, 647, 648. VTQX, VTQH (RS4084)’. New class: ‘ATMX’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.07.1989 Repair ‘TRAIN PIPE (END)’.
13.07.1989 Repair ‘WHEEL SET’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1989 Repair ‘VEHICLE STENCILS’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘STEP’.
31.01.1990 Repair ‘TRAIN PIPE (END)’.
31.01.1990 Repair ‘TRAIN PIPE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘HANDRAILS END’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘TRAIN PIPE (END)’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘VEHICLE STENCILS’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘WHEEL SET’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
16.12.1996 Repair ‘VEHICLE COMPLETE’.
16.12.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 4851

Details: wagon ‘ATMY 4851 K’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 24.6tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $6300
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-69
Date Built: 17.02.1906
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX STSC;MOBIL TANK EX TV 4851
BSG Code: FBTP

Capacity of 39000 litres

Fleet Grp Code: WI AG
Return to Service Date: 13.01.1989
Due Triple Valve: 13.01.1990
Last Brake Cylinder: 13.01.1989
Last Single Car Test: 07.03.1988
Last Lift: 22.07.1987

13.04.1987 Alteration complete ‘TRANSFER MOBIL TANKS TO REPLACEMENT
UNDERFRAMES. TANK EX TV 4851 TO U/F EX STSC 7, FIT WITH ABRB BOGIES
AND RECLASSIFY TO ATMY 4851K. TANK EX TV 4894 TO U/F EX SRRC 6, FIT
WITH ABRA BOGIES AND RECLASSIFY TO ATMY 4894A. (RS4195)’.

15.01.1988 Alteration ‘RECLASSIFY ATMY TO ATMF - REFER RS4231 (RS3048)’. New
class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ATMY 4864

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

13.02.1990 Repair ‘STEP’.
13.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ATML 4864 Q’
09.08.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
10.08.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
10.08.1990 Repair ‘TANK WAG. SAFETY VALVE’.
10.08.1990 Repair ‘TANK WAG. TANK COMPLETE’.
10.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 4864 Q’
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03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE COMPLETE’.
03.09.1990 Repair ‘BRAKE PULL ROD’.
03.09.1990 Repair ‘BRANCH PIPE’.
03.09.1990 Repair ‘COUPLER COMPLETE’.
03.09.1990 Repair ‘HANDBRAKE HANDLE’.
03.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1990 Repair ‘SIDE BEARER’.
03.09.1990 Repair ‘TRAIN PIPE (END)’.
03.09.1990 Repair ‘TRAIN PIPE’.
03.09.1990 Repair ‘VEHICLE RECLASSIFY’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 4864 Q’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.09.1990 Repair ‘VEHICLE STENCILS’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘VEHICLE STENCILS’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘TANK WAG. SAFETY VALVE’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.02.1993 Repair ‘VEHICLE STENCILS’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1993 Repair ‘SIDE STEP’.
06.10.1993 Repair ‘STEP’.
06.10.1993 Repair ‘VEHICLE STENCILS’.
06.10.1993 Repair ‘WHEEL SET’.
21.02.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.02.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMY 4875

14.04.1988 Alteration complete ‘MOUNT ‘MOBIL’ TANKS CLASS ‘TV’ ON
UNDERFRAMES EX ‘AOXA’ OPEN WAGONS. MODIFY UNDERFRAMES FOR
TANK MOUNTING AS PER ALTERATION FORM ATTACHMENT RECLASSIFY TO
‘ATML’ CLASS - RETAIN SERIAL NUMBERS OF EXISTING ‘TV’ CLASS WAGONS.
(C2044)’. New class: ‘ATML’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.
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18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.10.1989 Repair ‘SIDE BEARER’.
18.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Repair ‘VEHICLE RECLASSIFY’.
18.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 4875 K’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1989 Repair ‘WHEEL SET’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRAKE LEVER’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.05.1992 Repair ‘YOKE COMPLETE’.
25.05.1992 Repair ‘TANK WAG.INTERNAL INSPECTION’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1992 Repair ‘BRAKE PULL ROD’.
19.11.1992 Repair ‘END BRAKE COCK’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1993 Repair ‘BRAKE LEVER’.
29.10.1993 Repair ‘END HOSE’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Repair ‘WHEEL SET’.
21.02.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.02.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

ATMY 4876

22.12.1988 Reclassified from wagon ‘ATMY 4876 C’ to ’ wagon ‘ATMF 4876 S’.

ATMY 4877

13.05.1992 Reclassified from wagon ‘ATMY 4877 L’ to ’ wagon ‘ATMF 4877 E’.

ATMY 4885

Details: wagon ‘ATMY 4885 B’ in AN ‘Mainland Division’.

Owner: MOBIL
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-30
Date Built: 08.12.1958
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX AOXX 179,TANK EX TV 4885;MOBIL
BSG Code: FSTP

Capacity of 40550 litres

Fleet Grp Code: AG AO UZ UM
Return to Service Date: 06.07.1996
Last Brake Cylinder: 05.02.1990
Last Single Car Test: 25.05.1992
Last Lift: 05.08.1984

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATML 4885 S’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘END BRAKE COCK’.
02.10.1989 Repair ‘TRAIN PIPE (END)’.
02.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 4885 S’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 4885 S’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘HANDRAILS’.
08.11.1989 Repair ‘SIDE BEARER’.
08.11.1989 Repair ‘SIDE STEP’.
08.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATML 4885 S’

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
01.02.1990 Repair ‘BRAKE PULL ROD’.
01.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE BLOCK RB95’.
27.04.1990 Repair ‘BRANCH PIPE’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘WHEEL SET’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘WHEEL SET’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘LADDER’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
19.05.1992 Repair ‘TANK WAG. TANK COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘DRAFT GEAR POCKET’.
20.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.05.1992 Repair ‘STEP’.
20.05.1992 Repair ‘TRAIN PIPE (END)’.
20.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1992 Repair ‘YOKE CARRIER’.
20.05.1992 Repair ‘YOKE COMPLETE’.
20.05.1992 Repair ‘YOKE FOLLOWER’.
20.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Alteration ‘REMOVE CCSB BOGIES FROM ‘ATMY’ TANK WAGONS AND

FIT EXCHANGE BOGIES FROM ‘ATMX’ VEHICLES. RECLASSIFY WAGONS TO
‘ATMX‘. ATMY 4885,4899 & 5348. (RS4874)’. New class: ‘ATMX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

05.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
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ATMY 4890

20.07.1989 Reclassified from wagon ‘ATMY 4890 K’ to ’ wagon ‘ATMF 4890 D’.

ATMY 4894

06.02.1990 Reclassified from wagon ‘ATMY 4894 A’ to ’ wagon ‘ATMF 4894 Q’.

ATMY 4899

Details: wagon ‘ATMY 4899 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $1510
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-43
Date Built: 21.04.1950
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45234 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UM
Return to Service Date: 17.01.1994
Due Triple Valve: 01.04.1989
Last Brake Cylinder: 17.01.1994
Last Single Car Test: 19.01.1993
Last Lift: 17.04.1984

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BRANCH PIPE’.
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25.08.1989 Repair ‘END BRAKE COCK’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘TRAIN PIPE (END)’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
09.10.1991 Repair ‘END SILL’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘HANDRAILS END’.
09.10.1991 Repair ‘SIDE SILL’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Repair ‘TRANSOM’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1991 Repair ‘TANK WAG. SAFETY VALVE’.
10.10.1991 Repair ‘TANK WAG. STRAPS’.
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRANCH PIPE’.
11.12.1992 Repair ‘END BRAKE COCK’.
11.12.1992 Repair ‘HOSE FITTINGS’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BEARERS’.
10.05.1993 Repair ‘SIDE BEARER’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘END HOSE’.
27.07.1993 Repair ‘WEAR PLATES & SADDLES’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1994 Repair ‘VEHICLE STENCILS’.
29.07.1994 Alteration ‘REMOVE CCSB BOGIES FROM ‘ATMY’ TANK WAGONS AND

FIT EXCHANGE BOGIES FROM ‘ATMX’ VEHICLES. RECLASSIFY WAGONS TO
‘ATMX‘. ATMY 4885,4899 & 5348. (RS4874)’. New class: ‘ATMX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ATMY 5265

Details: wagon ‘ATMY 5265 S’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 18.6m
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Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 06.07.1996
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 18.11.1993

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS
TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMF 5265 L’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘BRAKE PULL ROD’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1990 Repair ‘SIDE BEARER’.
10.10.1990 Repair ‘VEHICLE RECLASSIFY’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 5265 L’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘BRANCH PIPE’.
21.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1990 Repair ‘TRAIN PIPE (END)’.
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21.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATMF 5265 L’

02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Repair ‘BRAKE PULL ROD’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘SIDE STEP’.
10.07.1991 Repair ‘SIDE STEP’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.08.1991 Repair ‘END FRAME MEMBER’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRANCH PIPE’.
04.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.09.1991 Repair ‘VEHICLE STENCILS’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
20.02.1992 Repair ‘WHEEL SET’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘AXLEBOX’.
03.09.1992 Repair ‘ISOLATING COCK’.
03.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BRANCH PIPE’.
11.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1992 Repair ‘VEHICLE STENCILS’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.
16.11.1993 Repair ‘BRAKE PULL ROD’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.12.1993 Repair ‘TRAIN PIPE (END)’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.02.1994 Repair ‘GRADE CONTROL VALVE’.
01.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
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22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 5267

Details: wagon ‘ATMY 5267 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 27.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 10.05.1993
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 20.01.1993

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BEARERS’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘END BRAKE COCK’.
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09.01.1991 Repair ‘SIDE BEARER’.
09.01.1991 Repair ‘VEHICLE RECLASSIFY’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5267 G’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE CONTROL PIPE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘TRAIN PIPE (END)’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5329

Details: wagon ‘ATMY 5329 G’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 28.07.1994
Due Triple Valve: 16.06.1994
Last Triple Valve: 09.09.1992
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 18.11.1993

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
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IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRANCH PIPE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘NTAF 5329 W’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1989 Repair ‘HANDBRAKE HANDLE’.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘VEHICLE STENCILS’.
16.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5329 W’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘BRANCH PIPE’.
10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1990 Repair ‘TRAIN PIPE (END)’.
10.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5329 W’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5329 W’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5329 W’
10.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5329 W’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BEARERS’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1990 Repair ‘COUPLER COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘SIDE BEARER’.
07.12.1990 Repair ‘VEHICLE RECLASSIFY’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5329 W’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.03.1991 Repair ‘VEHICLE STENCILS’.
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23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.05.1991 Repair ‘VEHICLE STENCILS’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BRAKE PULL ROD’.
18.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
18.02.1992 Repair ‘TRAIN PIPE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BEARINGS’.
22.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1992 Repair ‘VEHICLE STENCILS’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1992 Repair ‘VEHICLE STENCILS’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BEARERS’.
31.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.06.1993 Repair ‘VEHICLE STENCILS’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE CONTROL PIPE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5330

Details: wagon ‘ATMY 5330 C’ in AN ‘Mainland Division’.

Owner: MOBIL AUST
Operator: C
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Length Over Headstocks: 13.72m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.01.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF; PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 15.07.1994
Due Triple Valve: 19.01.1994
Last Triple Valve: 21.07.1992
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 19.01.1993

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1989 Repair ‘BRAKE BLOCK RB95’.
15.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5330 S’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘END BRAKE COCK’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5330 S’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5330 S’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5330 S’
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5330 S’
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14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5330 S’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BEARINGS’.
05.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5330 S’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5330 S’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘BRAKE PULL ROD’.
31.10.1990 Repair ‘COUPLER KNUCKLE’.
31.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1990 Repair ‘SIDE BEARER’.
31.10.1990 Repair ‘TOP CENTRE PLATE’.
31.10.1990 Repair ‘TRAIN PIPE (END)’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE RECLASSIFY’.
31.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5330 S’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE BEARERS’.
17.01.1991 Repair ‘SIDE BEARER’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRANCH PIPE’.
15.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.11.1991 Repair ‘VEHICLE STENCILS’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE PULL ROD’.
15.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
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21.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BEARERS’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘BRANCH PIPE’.
16.07.1993 Repair ‘HOSE FITTINGS’.
16.07.1993 Repair ‘WHEEL SET’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5336

Details: wagon ‘ATMY 5336 K’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF
BSG Code: FSTP

Capacity of 45460 tonnes

Fleet Grp Code: UM UZ AG
Return to Service Date: 06.07.1996
Last Brake Cylinder: 30.04.1991
Last Single Car Test: 28.11.1991

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

24.10.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 5 NO. ‘NTAF’
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY
WAGONS TO ‘ATMY‘. NTAF 5329, 5348, 5397, 5410, 5419 AND 5336, 5346
ADDED (ANY 5) (RS4455)’. New class: ‘ATMY’.
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18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5336 D’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘HANDRAILS’.
09.07.1990 Repair ‘LADDER’.
09.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5336 D’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BEARERS’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘SIDE BEARER’.
20.07.1990 Repair ‘SIDE STEP’.
20.07.1990 Repair ‘VEHICLE RECLASSIFY’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5336 D’
01.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘END BRAKE COCK’.
30.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1991 Repair ‘TRAIN PIPE’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE LEVER’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1991 Repair ‘TRAIN PIPE’.
05.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘STEP’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘BRANCH PIPE’.
24.05.1993 Repair ‘END BRAKE COCK’.
30.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRANCH PIPE’.
16.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1993 Repair ‘LADDER’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 5346

Details: wagon ‘ATMY 5346 S’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1970
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 28.01.1994
Due Triple Valve: 31.10.1991
Last Triple Valve: 06.01.1992
Last Brake Cylinder: 28.01.1994
Last Single Car Test: 06.01.1992

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.10.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 5 NO. ‘NTAF’
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY
WAGONS TO ‘ATMY‘. NTAF 5329, 5348, 5397, 5410, 5419 AND 5336, 5346
ADDED (ANY 5) (RS4455)’. New class: ‘ATMY’.

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘BRANCH PIPE’.
14.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5346 L’
22.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.03.1990 Repair ‘WHEEL SET’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘NTAF 5346 L’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

4432



2.164. Wagon classification starting with ‘ATM’

27.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5346 L’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5346 L’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Repair ‘TRAIN PIPE’.
06.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5346 L’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5346 L’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5346 L’
18.05.1990 Repair ‘BRAKE PIN’.
18.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5346 L’
18.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5346 L’
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5346 L’
30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5346 L’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE SIDEFRAME’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5346 L’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BEARERS’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘SIDE BEARER’.
20.07.1990 Repair ‘VEHICLE RECLASSIFY’.
20.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5346 L’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.08.1990 Repair ‘BRAKE BLOCK RB95’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘SIDE BEARER’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘VEHICLE STENCILS’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BRAKE PULL ROD’.
05.10.1990 Repair ‘END BRAKE COCK’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.10.1990 Repair ‘VEHICLE STENCILS’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘TRAIN PIPE (END)’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRANCH PIPE’.
17.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5347

Details: wagon ‘ATMY 5347 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: GENERAL
Remarks: EX NTAF; PROPERTY OF MOBIL
BSG Code: FSTZ

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 05.05.1994
Due Triple Valve: 27.01.1995
Last Triple Valve: 05.08.1992
Last Brake Cylinder: 17.09.1992
Last Single Car Test: 07.12.1993

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘TRAIN PIPE (END)’.
21.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMF 5347 U’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1989 Repair ‘VEHICLE STENCILS’.
23.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMF 5347 U’
09.07.1990 Alteration complete ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS

TO ‘ATMF’ CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class:
‘ATMF’.

02.10.1990 Repair ‘VEHICLE RECLASSIFY’.
02.10.1990 Repair ‘WHEEL SET’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATMF 5347 U’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE COMPLETE’.
02.11.1990 Repair ‘BRAKE LEVER’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Repair ‘COUPLER KNUCKLE’.
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02.11.1990 Repair ‘SIDE BEARER’.
02.11.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 5347 U’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMF 5347 U’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1991 Repair ‘VEHICLE STENCILS’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘ISOLATING COCK’.
10.07.1991 Repair ‘TRAIN PIPE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘ISOLATING COCK’.
16.07.1991 Repair ‘TRAIN PIPE’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRAKE PULL ROD’.
25.10.1991 Repair ‘END FRAME MEMBER’.
25.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1991 Repair ‘VEHICLE STENCILS’.
06.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
06.03.1992 Repair ‘VEHICLE RENUMBERED’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.03.1992 Repair ‘VEHICLE STENCILS’.
09.03.1992 Repair ‘WHEEL SET’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘TRAIN PIPE’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1992 Repair ‘VEHICLE STENCILS’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BRAKE PULL ROD’.
05.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘WHEEL SET’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BEARINGS’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
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12.10.1993 Repair ‘VEHICLE STENCILS’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘VEHICLE STENCILS’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.12.1993 Repair ‘VEHICLE STENCILS’.
27.01.1994 Repair ‘BRANCH PIPE’.
27.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5348

Details: wagon ‘ATMY 5348 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 25.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 09.03.1994
Due Triple Valve: 07.11.1992
Last Triple Valve: 18.08.1993
Last Brake Cylinder: 22.06.1993
Last Single Car Test: 18.11.1993

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘STEP’.
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05.07.1989 Repair ‘TRAIN PIPE (END)’.
05.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5348 G’
24.10.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 5 NO. ‘NTAF’

TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY
WAGONS TO ‘ATMY‘. NTAF 5329, 5348, 5397, 5410, 5419 AND 5336, 5346
ADDED (ANY 5) (RS4455)’. New class: ‘ATMY’.

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1989 Repair ‘VEHICLE STENCILS’.
22.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5348 G’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BEARERS’.
23.03.1990 Repair ‘BOGIE COMPLETE’.
23.03.1990 Repair ‘BRAKE PULL ROD’.
23.03.1990 Repair ‘COUPLER COMPLETE’.
23.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.03.1990 Repair ‘END HOSE’.
23.03.1990 Repair ‘SIDE BEARER’.
23.03.1990 Repair ‘VEHICLE RECLASSIFY’.
23.03.1990 Repair ‘YOKE COMPLETE’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5348 G’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘YOKE PIN’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BEARERS’.
31.08.1990 Repair ‘ISOLATING COCK’.
31.08.1990 Repair ‘SIDE BEARER’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1990 Repair ‘WHEEL SET’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1990 Repair ‘TRAIN PIPE (END)’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.03.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘TRAIN PIPE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.06.1991 Repair ‘TRAIN PIPE (END)’.
04.06.1991 Repair ‘TRAIN PIPE (END)’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1991 Repair ‘VEHICLE STENCILS’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BRAKE PULL ROD’.
30.01.1992 Repair ‘TANK WAG. SAFETY VALVE’.
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE BLOCK RB95’.
11.12.1992 Repair ‘BRAKE PULL ROD’.
11.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1992 Repair ‘TRAIN PIPE’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE BLOCK RB95’.
12.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1993 Repair ‘TRAIN PIPE (END)’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘HANDBRAKE HANDLE’.
23.03.1993 Repair ‘VEHICLE STENCILS’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘HOSE FITTINGS’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘BRAKE PULL ROD’.
22.06.1993 Repair ‘BRANCH PIPE’.
22.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BEARERS’.
08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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08.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Repair ‘BRAKE PULL ROD’.
08.11.1993 Repair ‘BRANCH PIPE’.
08.11.1993 Repair ‘TRAIN PIPE’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Repair ‘WHEEL SET’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Alteration ‘REMOVE CCSB BOGIES FROM ‘ATMY’ TANK WAGONS AND

FIT EXCHANGE BOGIES FROM ‘ATMX’ VEHICLES. RECLASSIFY WAGONS TO
‘ATMX‘. ATMY 4885,4899 & 5348. (RS4874)’. New class: ‘ATMX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ATMY 5397

Details: wagon ‘ATMY 5397 V’ in AN ‘Mainland Division’.

Owner: MOBIL AUST
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 01.09.1994
Due Triple Valve: 28.09.1994
Last Brake Cylinder: 13.01.1992
Last Single Car Test: 28.09.1993

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRANCH PIPE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5397 Y’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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12.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1989 Repair ‘VEHICLE STENCILS’.
12.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5397 Y’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5397 Y’
24.10.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 5 NO. ‘NTAF’

TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY
WAGONS TO ‘ATMY‘. NTAF 5329, 5348, 5397, 5410, 5419 AND 5336, 5346
ADDED (ANY 5) (RS4455)’. New class: ‘ATMY’.

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.01.1990 Repair ‘VEHICLE STENCILS’.
02.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5397 Y’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BEARERS’.
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘COUPLER COMPLETE’.
16.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.02.1990 Repair ‘SIDE BEARER’.
16.02.1990 Repair ‘SIDE STEP’.
16.02.1990 Repair ‘VEHICLE RECLASSIFY’.
16.02.1990 Repair ‘YOKE COMPLETE’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5397 Y’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘AXLEBOX’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE CONTROL PIPE’.
16.12.1991 Repair ‘BRAKE LEVER’.
16.12.1991 Repair ‘BRAKE PULL ROD’.
16.12.1991 Repair ‘BRANCH PIPE’.
16.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.12.1991 Repair ‘COUPLER COMPLETE’.
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08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘VEHICLE STENCILS’.
05.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.09.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5410

Details: wagon ‘ATMY 5410 Q’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 01.01.1980
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 06.04.1994
Due Triple Valve: 11.06.1992
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 06.04.1994

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.
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01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BRAKE PULL ROD’.
01.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5410 J’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE WEAR PLATES’.
17.01.1990 Repair ‘BRANCH PIPE’.
17.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5410 J’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5410 J’
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5410 J’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BEARERS’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.09.1990 Repair ‘SIDE BEARER’.
19.09.1990 Repair ‘TOP CENTRE PLATE’.
19.09.1990 Repair ‘TRAIN PIPE’.
19.09.1990 Repair ‘VEHICLE RECLASSIFY’.
19.09.1990 Repair ‘YOKE COMPLETE’.
19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5410 J’
01.01.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1991 Repair ‘VEHICLE STENCILS’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.07.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘VEHICLE STENCILS’.
06.10.1993 Repair ‘WHEEL SET’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE PULL ROD’.
09.12.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE STENCILS’.
06.04.1994 Repair ‘WHEEL SET’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ATMY 5411

Details: wagon ‘ATMY 5411 C’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF; PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG UM UZ
Return to Service Date: 21.06.1994
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 01.02.1994

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5411 S’
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘NTAF 5411 S’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘BRANCH PIPE’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5411 S’
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘NTAF 5411 S’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.09.1990 Repair ‘BRAKE BLOCK RB101’.
11.09.1990 Repair ‘BRAKE PULL ROD’.
11.09.1990 Repair ‘VEHICLE STENCILS’.
11.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5411 S’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1990 Repair ‘VEHICLE STENCILS’.
01.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5411 S’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Repair ‘WHEEL SET’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE LEVER’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE COMPLETE’.
15.11.1990 Repair ‘BRAKE BLOCK RB95’.
15.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘TRAIN PIPE (END)’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘TRAIN PIPE (END)’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Repair ‘END FRAME MEMBER’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘VEHICLE STENCILS’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.12.1991 Repair ‘VEHICLE STENCILS’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BRAKE BLOCK RB95’.
23.06.1992 Repair ‘BRAKE PULL ROD’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARINGS’.
03.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BEARINGS’.
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16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘VEHICLE STENCILS’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE PULL ROD’.
30.07.1993 Repair ‘BRANCH PIPE’.
30.07.1993 Repair ‘UNDERFRAME COMPLETE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BEARINGS’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
28.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.01.1994 Repair ‘VEHICLE STENCILS’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 5419

Details: wagon ‘ATMY 5419 F’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 13.01.1989
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: UM UZ AG
Return to Service Date: 09.09.1993
Due Triple Valve: 27.04.1993
Last Triple Valve: 01.09.1993
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 14.09.1993
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17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE LEVER’.
03.07.1989 Repair ‘BRAKE PULL ROD’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5419 V’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5419 V’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘VEHICLE STENCILS’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5419 V’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5419 V’
24.10.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 5 NO. ‘NTAF’

TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY
WAGONS TO ‘ATMY‘. NTAF 5329, 5348, 5397, 5410, 5419 AND 5336, 5346
ADDED (ANY 5) (RS4455)’. New class: ‘ATMY’.

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘NTAF 5419 V’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘HANDRAILS END’.
25.01.1990 Repair ‘TRAIN PIPE (END)’.
25.01.1990 Repair ‘TRAIN PIPE’.
25.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘NTAF 5419 V’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BEARERS’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘SIDE BEARER’.
27.03.1990 Repair ‘TRAIN PIPE (END)’.
27.03.1990 Repair ‘VEHICLE RECLASSIFY’.
27.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NTAF 5419 V’
01.01.1991 Repair ‘COUPLER COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
28.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘TRAIN PIPE (END)’.
19.01.1993 Repair ‘WHEEL SET’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BRANCH PIPE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘WHEEL SET’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.09.1993 Repair ‘GRADE CONTROL VALVE’.
01.09.1993 Repair ‘HOSE FITTINGS’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1993 Repair ‘VEHICLE STENCILS’.
09.09.1993 Repair ‘WHEEL SET’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 8464

Details: wagon ‘ATMY 8464 S’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-43
Date Built: 10.08.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45500 litres
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Fleet Grp Code: AG UZ UM
Return to Service Date: 06.07.1996
Due Triple Valve: 01.04.1994
Last Brake Cylinder: 13.01.1992
Last Single Car Test: 27.04.1992
Last Lift: 11.06.1979

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘LADDER’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Repair ‘TRAIN PIPE’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE LEVER’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Repair ‘CENTRE SILL’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFT GEAR POCKET’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
17.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1991 Repair ‘WEAR PLATES & SADDLES’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘STEP’.
05.03.1992 Repair ‘TANK WAG.INTERNAL INSPECTION’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1993 Repair ‘LADDER’.
31.08.1993 Repair ‘SIDE BOARDS’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

4449



2. TIMS GROUP INFORMATION - WAGONS

WAGONS (PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

ATMY 8465

Details: wagon ‘ATMY 8465 E’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-43
Date Built: 20.08.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG AO UZ UM
Return to Service Date: 02.09.1994
Last Brake Cylinder: 22.10.1991
Last Single Car Test: 22.10.1991
Last Lift: 05.02.1988

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 8465 V’
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13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1989 Repair ‘VEHICLE STENCILS’.
13.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATML 8465 V’
30.03.1990 Repair ‘BOGIE BEARERS’.
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATML 8465 V’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BEARERS’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘COUPLER COMPLETE’.
31.07.1990 Repair ‘SIDE BEARER’.
31.07.1990 Repair ‘VEHICLE RECLASSIFY’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 8465 V’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘LADDER’.
01.01.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘LADDER’.
17.10.1991 Repair ‘SIDE BOARDS’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1991 Repair ‘VEHICLE STENCILS’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘END BRAKE COCK’.
31.08.1993 Repair ‘END BRAKE COCK’.
31.08.1993 Repair ‘LADDER’.
31.08.1993 Repair ‘LADDER’.
31.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
31.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ATMY 8466

Details: wagon ‘ATMY 8466 N’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
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Diagram Book Page No.: CB T-43
Date Built: 25.08.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATML;PROPERTY OF MOBIL
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG AO UZ UM
Return to Service Date: 14.01.1993
Last Single Car Test: 05.11.1992
Last Lift: 23.01.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BEARERS’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘SIDE BEARER’.
07.07.1989 Repair ‘TOP CENTRE PLATE’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATML 8466 H’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘STEP’.
16.11.1989 Repair ‘YOKE CARRIER’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘ISOLATING COCK’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘ISOLATING COCK’.
16.07.1991 Repair ‘ISOLATING COCK’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘STEP’.
08.08.1991 Repair ‘STEP’.
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08.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE COMPLETE’.
30.10.1992 Repair ‘BRAKE LEVER’.
30.10.1992 Repair ‘COUPLER COMPLETE’.
30.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.10.1992 Repair ‘DRAFT GEAR POCKET’.
30.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.10.1992 Repair ‘END HOSE’.
30.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1992 Repair ‘ISOLATING COCK’.
30.10.1992 Repair ‘SIDE BOARDS’.
30.10.1992 Repair ‘STEP’.
30.10.1992 Repair ‘YOKE CARRIER’.
30.10.1992 Repair ‘YOKE COMPLETE’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

2.165 Wagon classification starting with ‘ATO’

ATOA 804

01.08.1991 Reclassified from wagon ‘ATOA 804 V’ to ’ wagon ‘AZTF 804 W’.

ATOA 805

02.12.1993 Reclassified from wagon ‘ATOA 805 H’ to ’ wagon ‘TU 21 S’.

ATOA 806

01.12.1993 Reclassified from wagon ‘ATOA 806 Q’ to ’ wagon ‘TU 22 E’.

ATOA 807

09.08.1990 Reclassified from wagon ‘ATOA 807 C’ to ’ wagon ‘ATOF 807 W’.

ATOF 807

Details: wagon ‘ATOF 807 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.4m
Tare Weight: 18.7tonne
Current Gauge: Standard
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $8000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-42
Date Built: 01.01.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATOA
BSG Code: DBTP

Capacity of 21776 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PE
Return to Service Date: 24.10.1991
Due Triple Valve: 01.11.1988
Last Lift: 13.11.1986

12.06.1986 Alteration complete ‘FIT API ADAPTORS TO OUTLET PIPES ON (4) TANK
WAGONS EX BP (VIC). PLACE ON CBI BOGIES. RECLASSIFY TO ‘ATOA’ 804V,
805H, 806Q,807C. VTQY 397, 398 TWF 399,400 (RS4125)’. New class: ‘ATOA’.

15.01.1988 Alteration complete ‘RECLASSIFY ‘ATOY’ TO ‘ATOF’ - REFER RS4231
(RS3049)’. New class: ‘ATOF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

05.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ATOA 807 C’
09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATOA 807 C’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘LADDER’.

ATOL 4

Details: wagon ‘ATOL 4 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-54
Date Built: 01.01.1928
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Operating System: AN
Intended Use: DISTILLATE
Remarks: EX TCO
BSG Code: DXTP

Capacity of 40678 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 17.07.1995
Last Brake Cylinder: 26.08.1991
Last Single Car Test: 10.03.1993
Last Lift: 15.05.1980

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
28.08.1989 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘HANDBRAKE HANDLE’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE SPRING’.
27.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘COUPLER COMPLETE’.
07.09.1990 Repair ‘HANDRAILS END’.
07.09.1990 Repair ‘STEP’.
07.09.1990 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Repair ‘VEHICLE STENCILS’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.10.1992 Repair ‘VEHICLE STENCILS’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
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07.12.1992 Repair ‘YOKE COMPLETE’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.02.1993 Repair ‘TRAIN PIPE (END)’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.

ATOL 14

14.11.1986 Alteration complete ‘FIT LIFTING PADS TO ATOL 14. ATOL 14. (RS4168)’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.04.1993 Repair ‘VEHICLE SOLD’.

ATOL 453

25.10.1990 Reclassified from wagon ‘ATOL 453 W’ to ’ wagon ‘ATOY 453 F’.

ATOL 454

29.11.1990 Reclassified from wagon ‘ATOL 454 X’ to ’ wagon ‘ATOY 454 Y’.

ATOL 455

Details: wagon ‘ATOL 455 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-16
Date Built: 26.03.1931
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATEL
BSG Code: DXTP

Capacity of 42000 litres
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Fleet Grp Code: AH PZ PE
Return to Service Date: 01.05.1995
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 16.11.1993
Last Lift: 04.11.1987

14.11.1986 Alteration complete ‘FIT API OPENABLE ADAPTORS TO ‘ATEL’ 453 TO 457
INCL. STENCIL ‘LOCO FUEL ONLY RETURN TO PT. PIRIE’ ON BOTH SIDES.
RECLASSIFY TO ‘ATOL’, NUMBERS 453W, 454X, 455R, 456D, 457M. ATEL
453-457. (RS4166)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.05.1990 Repair ‘TOP CENTRE PLATE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE BLOCK RB95’.
01.02.1991 Repair ‘BRANCH PIPE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘BRANCH PIPE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1991 Repair ‘LADDER’.
18.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1991 Repair ‘VEHICLE STENCILS’.
26.11.1991 Repair ‘BRAKE CONTROL PIPE’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘TANK WAG. STRAPS’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.02.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
26.02.1992 Repair ‘VEHICLE STENCILS’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
30.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
04.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.

4457



2. TIMS GROUP INFORMATION - WAGONS

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRANCH PIPE’.
06.08.1992 Repair ‘CENTRE SILL’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘HANDRAILS END’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Repair ‘WEAR PLATES & SADDLES’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BEARINGS’.
01.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.03.1993 Repair ‘VEHICLE STENCILS’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BRAKE BLOCK RB95’.
28.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.

ATOL 456

12.11.1990 Reclassified from wagon ‘ATOL 456 D’ to ’ wagon ‘ATOY 456 J’.

ATOL 457

10.10.1990 Reclassified from wagon ‘ATOL 457 M’ to ’ wagon ‘ATOY 457 S’.

ATOL 717

14.05.1986 Reclassified from wagon ‘ATOL 717 B’ to ’ wagon ‘ATOL 817 X’.

ATOL 808

17.07.1986 Alteration complete ‘MOUNT 2 TANKS EX THEVENARD ON AMOX27, FIT
100NB DISCHARGE PIPES, API ADAPTORS, HAZCHEM HOLDERS, PAINT IN
CORPORATE COLOURS. RECLASSIFY TO ATOL 808 (RS4137)’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE SOLD’.

ATOL 809

21.02.1986 Alteration complete ‘MOUNT (2) TANKS ON ‘AMOX’ FOR MEREENIE
TRAFFIC. FIT DISCHARGE PIPES AND API DRY BREAK ADAPTORS. PAINT IN
CORPORATE COLOURS. RECLASSIFY TO ‘ATOL’. (TANKS TO BE REMOVED
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FROM UNDERFRAMES AT ISLINGTON AND SENT TO PORT AUGUSTA ON
FLATS). FIT ‘HAZCHEM’ HOLDER. TC 8470 & 8475 (RS4099)’.

30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE SOLD’.

ATOL 811

20.12.1990 Reclassified from wagon ‘ATOL 811 A’ to ’ wagon ‘ATOY 811 G’.

ATOL 4888

Details: wagon ‘ATOL 4888 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-59
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TC;EX PRP.OF B.P.;SOLD AN 12/85 ST/PI
BSG Code: FXTP

Capacity of 40550 litres

Fleet Grp Code: AG WI
Return to Service Date: 14.07.1989
Last Brake Cylinder: 06.02.1989
Last Single Car Test: 18.07.1989
Last Lift: 09.12.1980

21.02.1987 Alteration complete ‘REPLACE FARLOW DRAFT GEAR WITH HEAVY
DUTY TYPE. FIT MULTIPLE HOLE PULL RODS, SHUNTERS STEPS, 100 NB
DISCHARGE PIPES AND API DRY BREAK ADAPTOR PAINT IN CORPORATE
COLOURS. RECLASSIFY TO ‘ATOL’ 4888. FIT 32 NB TRAIN PIPE AND W TRIPLE
VALVE. FIT ‘HAZCHEM’ LABEL. (RS4098)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘VEHICLE STENCILS’.
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ATOL 8421

01.12.1992 Reclassified from wagon ‘ATOL 8421 F’ to ’ wagon ‘ATOY 8421 L’.

ATOY 6

05.07.1994 Reclassified from wagon ‘ATOY 6 K’ to ’ wagon ‘RTOY 6 E’.

ATOY 195

23.01.1987 Reclassified from wagon ‘ATOY 195 L’ to ’ wagon ‘VTQA 195 L’.

ATOY 227

23.01.1987 Reclassified from wagon ‘ATOY 227 D’ to ’ wagon ‘VTQA 227 D’.

ATOY 228

23.01.1987 Reclassified from wagon ‘ATOY 228 M’ to ’ wagon ‘VTQA 228 M’.

ATOY 229

23.01.1987 Reclassified from wagon ‘ATOY 229 V’ to ’ wagon ‘VTQA 229 V’.

ATOY 231

23.01.1987 Reclassified from wagon ‘ATOY 231 D’ to ’ wagon ‘VTQA 231 D’.

ATOY 453

Details: wagon ‘ATOY 453 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7220
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-16
Date Built: 13.03.1931
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOL
BSG Code: DSTP
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Capacity of 42000 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 16.05.1996
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 08.03.1994
Last Lift: 09.05.1985

14.11.1986 Alteration complete ‘FIT API OPENABLE ADAPTORS TO ‘ATEL’ 453 TO 457
INCL. STENCIL ‘LOCO FUEL ONLY RETURN TO PT. PIRIE’ ON BOTH SIDES.
RECLASSIFY TO ‘ATOL’, NUMBERS 453W, 454X, 455R, 456D, 457M. ATEL
453-457. (RS4166)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘VEHICLE STENCILS’.
01.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 453 W’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘TANK WAG. SKIRTING’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOL 453 W’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘VEHICLE STENCILS’.
10.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 453 W’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1990 Repair ‘VEHICLE STENCILS’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 453 W’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BEARERS’.
25.10.1990 Repair ‘BRAKE CONTROL PIPE’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘SIDE BEARER’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 453 W’
01.01.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘LADDER’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Repair ‘WHEEL SET’.
16.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1992 Repair ‘COUPLER KNUCKLE’.
16.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1992 Repair ‘VEHICLE STENCILS’.
23.09.1992 Repair ‘VEHICLE STENCILS’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Repair ‘WHEEL SET’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘HOSE FITTINGS’.
27.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
27.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1993 Repair ‘WHEEL SET’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘VEHICLE STENCILS’.
31.01.1994 Repair ‘WHEEL SET’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1994 Repair ‘BOGIE BEARINGS’.
04.03.1994 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE STENCILS’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

ATOY 454

Details: wagon ‘ATOY 454 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7220
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-17
Date Built: 09.04.1931
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOL
BSG Code: DSTP

Capacity of 42000 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 01.03.1996
Due Triple Valve: 25.03.1993
Last Brake Cylinder: 19.07.1991
Last Single Car Test: 25.03.1992
Last Lift: 21.06.1985

14.11.1986 Alteration complete ‘FIT API OPENABLE ADAPTORS TO ‘ATEL’ 453 TO 457
INCL. STENCIL ‘LOCO FUEL ONLY RETURN TO PT. PIRIE’ ON BOTH SIDES.
RECLASSIFY TO ‘ATOL’, NUMBERS 453W, 454X, 455R, 456D, 457M. ATEL
453-457. (RS4166)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BEARERS’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.11.1990 Repair ‘SIDE BEARER’.
29.11.1990 Repair ‘STEP’.
29.11.1990 Repair ‘VEHICLE RECLASSIFY’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 454 X’
01.01.1991 Repair ‘COUPLER COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
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14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1991 Repair ‘VEHICLE STENCILS’.
13.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE CONTROL PIPE’.
20.03.1992 Repair ‘BRANCH PIPE’.
20.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATOY 456

Details: wagon ‘ATOY 456 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7220
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-17
Date Built: 07.03.1931
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOL
BSG Code: DSTP

Capacity of 42000 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 28.02.1996
Due Triple Valve: 18.03.1993
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 10.09.1992
Last Lift: 20.11.1987
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14.11.1986 Alteration complete ‘FIT API OPENABLE ADAPTORS TO ‘ATEL’ 453 TO 457
INCL. STENCIL ‘LOCO FUEL ONLY RETURN TO PT. PIRIE’ ON BOTH SIDES.
RECLASSIFY TO ‘ATOL’, NUMBERS 453W, 454X, 455R, 456D, 457M. ATEL
453-457. (RS4166)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

04.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.03.1990 Repair ‘VEHICLE STENCILS’.
04.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 456 D’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 456 D’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BEARERS’.
12.11.1990 Repair ‘BOGIE COMPLETE’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘SIDE BEARER’.
12.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘VEHICLE RECLASSIFY’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 456 D’
01.01.1991 Repair ‘COUPLER COMPLETE’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
14.02.1991 Repair ‘VEHICLE STENCILS’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.03.1992 Repair ‘VEHICLE STENCILS’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘VEHICLE STENCILS’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE BEARINGS’.
04.09.1992 Repair ‘BRAKE LEVER’.
04.09.1992 Repair ‘COUPLER COMPLETE’.
04.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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04.09.1992 Repair ‘TRAIN PIPE (END)’.
04.09.1992 Repair ‘YOKE COMPLETE’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATOY 457

Details: wagon ‘ATOY 457 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7220
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-16
Date Built: 12.12.1929
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOL
BSG Code: DSTP

Capacity of 42000 litres

Fleet Grp Code: AH PZ PE
Return to Service Date: 20.06.1996
Due Triple Valve: 29.09.1993
Last Brake Cylinder: 20.02.1992
Last Single Car Test: 11.11.1992
Last Lift: 30.09.1983

14.11.1986 Alteration complete ‘FIT API OPENABLE ADAPTORS TO ‘ATEL’ 453 TO 457
INCL. STENCIL ‘LOCO FUEL ONLY RETURN TO PT. PIRIE’ ON BOTH SIDES.
RECLASSIFY TO ‘ATOL’, NUMBERS 453W, 454X, 455R, 456D, 457M. ATEL
453-457. (RS4166)’.
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23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 457 M’
01.02.1990 Repair ‘VEHICLE COMPLETE’.
01.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 457 M’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 457 M’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘BRAKE PULL ROD’.
16.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 457 M’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘BRAKE PULL ROD’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘DRAFT GEAR POCKET’.
10.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1990 Repair ‘END HOSE’.
10.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1990 Repair ‘SIDE BEARER’.
10.10.1990 Repair ‘VEHICLE RECLASSIFY’.
10.10.1990 Repair ‘YOKE COMPLETE’.
10.10.1990 Repair ‘YOKE FOLLOWER’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 457 M’
01.01.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.02.1991 Repair ‘VEHICLE STENCILS’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘LADDER’.
04.10.1991 Repair ‘LADDER’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BEARINGS’.
14.08.1992 Repair ‘VEHICLE STENCILS’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1992 Repair ‘VEHICLE STENCILS’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BRANCH PIPE’.
06.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

ATOY 700

30.05.1994 Reclassified from wagon ‘ATOY 700 F’ to ’ wagon ‘RTOY 700 W’.

ATOY 701

30.05.1994 Reclassified from wagon ‘ATOY 701 Y’ to ’ wagon ‘RTOY 701 X’.

ATOY 702

30.05.1994 Reclassified from wagon ‘ATOY 702 A’ to ’ wagon ‘RTOY 702 R’.

ATOY 703

28.05.1994 Reclassified from wagon ‘ATOY 703 J’ to ’ wagon ‘RTOY 703 D’.

ATOY 704

11.05.1994 Reclassified from wagon ‘ATOY 704 S’ to ’ wagon ‘RTOY 704 M’.

ATOY 705

28.05.1994 Reclassified from wagon ‘ATOY 705 E’ to ’ wagon ‘RTOY 705 V’.
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ATOY 706

06.05.1994 Reclassified from wagon ‘ATOY 706 N’ to ’ wagon ‘RTOY 706 H’.

ATOY 707

30.05.1994 Reclassified from wagon ‘ATOY 707 W’ to ’ wagon ‘RTOY 707 Q’.

ATOY 708

30.05.1994 Reclassified from wagon ‘ATOY 708 X’ to ’ wagon ‘RTOY 708 C’.

ATOY 709

15.04.1994 Reclassified from wagon ‘ATOY 709 R’ to ’ wagon ‘RTOY 709 L’.

ATOY 710

21.04.1994 Reclassified from wagon ‘ATOY 710 N’ to ’ wagon ‘RTOY 710 H’.

ATOY 711

19.05.1994 Reclassified from wagon ‘ATOY 711 W’ to ’ wagon ‘RTOY 711 Q’.

ATOY 712

28.05.1994 Reclassified from wagon ‘ATOY 712 X’ to ’ wagon ‘RTOY 712 C’.

ATOY 713

09.05.1994 Reclassified from wagon ‘ATOY 713 R’ to ’ wagon ‘RTOY 713 L’.

ATOY 714

09.05.1994 Reclassified from wagon ‘ATOY 714 D’ to ’ wagon ‘RTOY 714 U’.

ATOY 715

11.05.1994 Reclassified from wagon ‘ATOY 715 M’ to ’ wagon ‘RTOY 715 G’.

ATOY 716

25.05.1994 Reclassified from wagon ‘ATOY 716 V’ to ’ wagon ‘RTOY 716 P’.

ATOY 717

30.05.1994 Reclassified from wagon ‘ATOY 717 H’ to ’ wagon ‘RTOY 717 B’.

ATOY 718

30.05.1994 Reclassified from wagon ‘ATOY 718 Q’ to ’ wagon ‘RTOY 718 K’.
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ATOY 719

28.05.1994 Reclassified from wagon ‘ATOY 719 C’ to ’ wagon ‘RTOY 719 T’.

ATOY 720

30.05.1994 Reclassified from wagon ‘ATOY 720 V’ to ’ wagon ‘RTOY 720 P’.

ATOY 721

28.05.1994 Reclassified from wagon ‘ATOY 721 H’ to ’ wagon ‘RTOY 721 B’.

ATOY 722

28.05.1994 Reclassified from wagon ‘ATOY 722 Q’ to ’ wagon ‘RTOY 722 K’.

ATOY 723

30.05.1994 Reclassified from wagon ‘ATOY 723 C’ to ’ wagon ‘RTOY 723 T’.

ATOY 724

30.05.1994 Reclassified from wagon ‘ATOY 724 L’ to ’ wagon ‘RTOY 724 F’.

ATOY 725

11.05.1994 Reclassified from wagon ‘ATOY 725 U’ to ’ wagon ‘RTOY 725 Y’.

ATOY 726

11.05.1994 Reclassified from wagon ‘ATOY 726 G’ to ’ wagon ‘RTOY 726 A’.

ATOY 727

24.05.1994 Reclassified from wagon ‘ATOY 727 P’ to ’ wagon ‘RTOY 727 J’.

ATOY 800

21.05.1994 Reclassified from wagon ‘ATOY 800 M’ to ’ wagon ‘RTOY 800 G’.

ATOY 802

28.05.1994 Reclassified from wagon ‘ATOY 802 H’ to ’ wagon ‘RTOY 802 B’.

ATOY 810

04.05.1994 Reclassified from wagon ‘ATOY 810 U’ to ’ wagon ‘RTOY 810 Y’.
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ATOY 811

Details: wagon ‘ATOY 811 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 183
Date Built: 22.08.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX AOEY;TANK EX TCO 13;ON HIRE TO CALTEX
BSG Code: FSTP

Capacity of 40915 litres

Corporate ID flag: Y
Fleet Grp Code: AG PE PZ
Return to Service Date: 27.01.1994
Due Triple Valve: 06.11.1993
Last Brake Cylinder: 25.10.1991
Last Single Car Test: 06.11.1992
Last Lift: 29.07.1986

17.07.1986 Alteration complete ‘TRANSFER TANKS EX ‘TDF 2’ AND ‘TCO 13’ TO
‘AOEY’ UNDERFRAMES. FIT API ADAPTORS TO DISCHARGE PIPES, MULTIPLE
HOLE PULL RODS, AND RECLASSIFY ‘TDF 2’ TO ‘ATOL 810’ ,‘TCO 13’ TO ‘ATOL
811’. TDF 2 ON AOEY 977 TCO 13 ON AOEY 943 (RS4136)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
01.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 811 A’
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02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘VEHICLE STENCILS’.
02.04.1990 Repair ‘WEAR PLATES & SADDLES’.
02.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 811 A’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 811 A’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRANCH PIPE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 811 A’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BEARERS’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘COUPLER COMPLETE’.
20.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1990 Repair ‘FLOOR SUPPORT’.
20.12.1990 Repair ‘SIDE BEARER’.
20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 811 A’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.10.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
02.10.1991 Repair ‘VEHICLE STENCILS’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.10.1991 Repair ‘VEHICLE STENCILS’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘END BRAKE COCK’.
21.09.1992 Repair ‘TRAIN PIPE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.10.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.10.1992 Repair ‘VEHICLE STENCILS’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BRAKE PULL ROD’.
09.06.1993 Repair ‘BRANCH PIPE’.
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27.01.1994 Repair ‘BOGIE BEARINGS’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATOY 8421

Details: wagon ‘ATOY 8421 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 32.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-35
Date Built: 01.01.1950
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: U/F EX AOCX 93,TANK EX TC 8421
BSG Code: FSTP

Capacity of 45460 litres

Corporate ID flag: Y
Fleet Grp Code: PZ PE AG
Return to Service Date: 15.01.1996
Due Triple Valve: 27.01.1995
Last Brake Cylinder: 27.08.1991
Last Single Car Test: 06.01.1992
Last Lift: 01.09.1984

21.02.1986 Alteration complete ‘MOUNT TANK FROM TC 8421 ON UNDERFRAME
EX AOCX 93 FIT DISCHARGE PIPES AND API DRY BREAK ADAPTORS. REPAIR
UNDERFRAME AND BRAKE GEAR A/C: DERAILMENT. RECLASSIFY AS ATOL
8421. FIT ‘HAZCHEM’ HOLDER (RS4097)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
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31.07.1989 Repair ‘VEHICLE STENCILS’.
31.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 8421 F’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
01.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 8421 F’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BEARINGS’.
29.08.1990 Repair ‘BRAKE PIN’.
29.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1990 Repair ‘END BRAKE COCK’.
29.08.1990 Repair ‘STEP’.
29.08.1990 Repair ‘VEHICLE STENCILS’.
29.08.1990 Repair ‘WEAR PLATES & SADDLES’.
29.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 8421 F’
07.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1991 Repair ‘END BRAKE COCK’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOL 8421 F’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE PIN’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 8421 F’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 8421 F’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘END BRAKE COCK’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
16.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOL 8421 F’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARERS’.
18.11.1992 Repair ‘SIDE BEARER’.
18.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOL 8421 F’
30.11.1992 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO TANK WAGON

ATOL8421F IN ACCORDANCE WITH M.E. STANDRARD R31. RECLASSIFY
WAGON TO ATOY8421L AND STENCIL FOR 110 KM/H OPERATION. ATOL8421.
(RS4753)’. New class: ‘ATOY’.

01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BEARERS’.
01.12.1992 Repair ‘SIDE BEARER’.
01.12.1992 Repair ‘VEHICLE RECLASSIFY’.
01.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOL 8421 F’
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01.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOL 8421 F’

08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE SPRING’.
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BEARERS’.
29.01.1993 Repair ‘BRAKE BLOCK RB95’.
29.01.1993 Repair ‘SIDE BEARER’.
26.02.1993 Repair ‘TANK WAG. SAFETY VALVE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BEARERS’.
25.08.1993 Repair ‘BRAKE PULL ROD’.
25.08.1993 Repair ‘SIDE BEARER’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

2.166 Wagon classification starting with ‘ATQ’

ATQF 4258

22.09.1989 Reclassified from wagon ‘ATQF 4258 N’ to ’ wagon ‘AQSY 4258 U’.

2.167 Wagon classification starting with ‘ATR’

ATRX 1

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.04.1993 Repair ‘VEHICLE SOLD’.

ATRX 2

19.08.1988 Alteration complete ‘RECLASSIFY ‘STW’ TANK CARS TO ‘ATRX’. STW 2
BECOMES ATRX 2 C. ’ 4 ’ ’ 3 L. ’ 6 ’ ’ 4 U. ’ 9 ’ ’ 5 G. (RS4314)’. New class: ‘ATRX’.
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20.11.1989 Repair ‘HANDRAILS END’.
22.09.1992 Repair ‘STEP’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATRX 3

19.08.1988 Alteration complete ‘RECLASSIFY ‘STW’ TANK CARS TO ‘ATRX’. STW 2
BECOMES ATRX 2 C. ’ 4 ’ ’ 3 L. ’ 6 ’ ’ 4 U. ’ 9 ’ ’ 5 G. (RS4314)’. New class: ‘ATRX’.

10.05.1990 Repair ‘STEP’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.07.1994 Repair ‘VEHICLE SOLD’.

ATRX 4

Details: wagon ‘ATRX 4 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-2
Date Built: 17.05.1968
Operating System: AN
Intended Use: WATER
Remarks: W/O 05.06.93
BSG Code: DXTW

Capacity of 49100 litres

Fleet Grp Code: AH WC
Return to Service Date: 05.06.1993
Last Lift: 19.09.1979

19.08.1988 Alteration complete ‘RECLASSIFY ‘STW’ TANK CARS TO ‘ATRX’. STW 2
BECOMES ATRX 2 C. ’ 4 ’ ’ 3 L. ’ 6 ’ ’ 4 U. ’ 9 ’ ’ 5 G. (RS4314)’. New class: ‘ATRX’.

20.08.1989 Repair ‘HANDRAILS END’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATRX 5

19.08.1988 Alteration complete ‘RECLASSIFY ‘STW’ TANK CARS TO ‘ATRX’. STW 2
BECOMES ATRX 2 C. ’ 4 ’ ’ 3 L. ’ 6 ’ ’ 4 U. ’ 9 ’ ’ 5 G. (RS4314)’. New class: ‘ATRX’.

17.05.1990 Repair ‘STEP’.

4476



2.168. Wagon classification starting with ‘ATS’

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ATRX 9

02.09.1988 Reclassified from wagon ‘ATRX 9 T’ to ’ wagon ‘ATRX 5 G’.

2.168 Wagon classification starting with ‘ATS’

ATSA 4883

10.02.1991 Reclassified from wagon ‘ATSA 4883 U’ to ’ wagon ‘ATSF 4883 R’.

ATSA 4884

10.02.1991 Reclassified from wagon ‘ATSA 4884 G’ to ’ wagon ‘ATSF 4884 D’.

ATSA 4887

22.02.1991 Reclassified from wagon ‘ATSA 4887 K’ to ’ wagon ‘ATSF 4887 H’.

ATSF 18

14.06.1988 Reclassified from wagon ‘ATSF 18 S’ to ’ wagon ‘ATDF 18 T’.

ATSF 183

Details: wagon ‘ATSF 183 N’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 241
Date Built: 19.10.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TB;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 49600 litres
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Fleet Grp Code: AG
Return to Service Date: 13.12.1993
Due Triple Valve: 21.10.1993
Last Triple Valve: 20.01.1993
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 20.01.1993
Last Lift: 10.06.1983

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

04.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
11.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE LEVER’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
27.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1991 Repair ‘BRAKE BLOCK RB95’.
27.12.1991 Repair ‘BRAKE LEVER’.
27.12.1991 Repair ‘WHEEL SET’.
28.02.1992 Repair ‘STEP’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
23.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
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29.09.1992 Repair ‘BRAKE BLOCK RB95’.
29.09.1992 Repair ‘BRAKE LEVER’.
29.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Repair ‘WHEEL SET’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARINGS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.10.1992 Repair ‘COUPLER KNUCKLE’.
21.10.1992 Repair ‘WHEEL SET’.
21.10.1992 Repair ‘YOKE CARRIER’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1992 Repair ‘BRAKE BLOCK RB95’.
16.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘BRAKE LEVER’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BODY COMPLETE’.
14.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BRAKE CONTROL PIPE’.
14.01.1993 Repair ‘BRAKE PULL ROD’.
14.01.1993 Repair ‘BRAKE SPRING’.
14.01.1993 Repair ‘BRANCH PIPE’.
14.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.01.1993 Repair ‘WHEEL SET’.
14.01.1993 Repair ‘WHEEL SET’.
04.11.1993 Repair ‘YOKE CARRIER’.
26.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1993 Repair ‘BOGIE SIDEFRAME’.

ATSF 184

09.08.1990 Reclassified from wagon ‘ATSF 184 W’ to ’ wagon ‘ATSY 184 G’.

ATSF 188

08.09.1989 Reclassified from wagon ‘ATSF 188 M’ to ’ wagon ‘ATSY 188 T’.

ATSF 191

13.10.1989 Reclassified from wagon ‘ATSF 191 D’ to ’ wagon ‘ATSY 191 K’.
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ATSF 579

01.09.1989 Reclassified from wagon ‘ATSF 579 S’ to ’ wagon ‘ATSY 579 C’.

ATSF 580

21.06.1989 Reclassified from wagon ‘ATSF 580 Y’ to ’ wagon ‘ATSY 580 V’.

ATSF 1342

19.09.1991 Reclassified from wagon ‘ATSF 1342 P’ to ’ wagon ‘ATSY 1342 W’.

ATSF 4883

Details: wagon ‘ATSF 4883 R’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: D
Length Over Headstocks: 11m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-60
Date Built: 09.09.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TS;PROP.OF SHELL;ON LOAN AN;LOCO FUEL
BSG Code: DBTP

Capacity of 40000 litres

Corporate ID flag: Y
Fleet Grp Code: AH AK
Return to Service Date: 18.10.1994
Due Triple Valve: 23.05.1989
Last Lift: 21.08.1984

16.09.1988 Alteration complete ‘PLACE ‘TS’ WAGONS ON BROAD GA. BOGIES (ABIC)
STENCIL ‘LOCO FUEL ONLY’. RECLASSIFY ‘ATSA’ 4883U, 4884G & 4887K. ‘TS’
4883, 4884 & 4887. (RS4333)’. New class: ‘ATSA’.

21.11.1988 Alteration complete ‘FIT 9’ EMCO-WHEATON FILLING HATCH TO TANK
CARS FOR MILE END FUEL. ‘ATSA’ 4883, 4884 & 4887. (RS4358)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

27.09.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
27.09.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATSA 4883 U’
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11.12.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSA 4883 U’
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSA 4883 U’
24.01.1991 Alteration complete ‘REPLACE EXISTING BOGIES OF TANK WAGONS

ATSA4883,ATSA4884,ATSA4887, WITH 50T,1600MM GAUGE,ROLLER
BEARING,RIDE CONTROL BOGIES(ABNC,ABRC) RECLASSIFY WAGONS TO
‘ATSF‘CLASS. (RS4566)’. New class: ‘ATSF’.

10.02.1991 Repair ‘BOGIE COMPLETE’.
10.02.1991 Repair ‘VEHICLE RECLASSIFY’.
10.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSA 4883 U’
18.02.1991 Repair ‘BOGIE SPRING’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘LADDER’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘END BRAKE COCK’.
25.03.1992 Repair ‘TRAIN PIPE (END)’.
08.09.1993 Repair ‘BOGIE SPRING’.
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRANCH PIPE’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.

ATSF 4884

Details: wagon ‘ATSF 4884 D’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted Not to Run in NSW‘
Diagram Book Page No.: CB T-60
Date Built: 12.09.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
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Remarks: EX TS;PROP.OF SHELL;ON LOAN AN;LOCO FUEL
BSG Code: DBTP

Capacity of 40640 litres

Corporate ID flag: Y
Fleet Grp Code: AH PE PZ
Return to Service Date: 11.07.1994
Due Triple Valve: 27.07.1994
Last Single Car Test: 27.07.1993
Last Lift: 21.08.1984

16.09.1988 Alteration complete ‘PLACE ‘TS’ WAGONS ON BROAD GA. BOGIES (ABIC)
STENCIL ‘LOCO FUEL ONLY’. RECLASSIFY ‘ATSA’ 4883U, 4884G & 4887K. ‘TS’
4883, 4884 & 4887. (RS4333)’. New class: ‘ATSA’.

21.11.1988 Alteration complete ‘FIT 9’ EMCO-WHEATON FILLING HATCH TO TANK
CARS FOR MILE END FUEL. ‘ATSA’ 4883, 4884 & 4887. (RS4358)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.01.1991 Alteration complete ‘REPLACE EXISTING BOGIES OF TANK WAGONS
ATSA4883,ATSA4884,ATSA4887, WITH 50T,1600MM GAUGE,ROLLER
BEARING,RIDE CONTROL BOGIES(ABNC,ABRC) RECLASSIFY WAGONS TO
‘ATSF‘CLASS. (RS4566)’. New class: ‘ATSF’.

10.02.1991 Repair ‘BOGIE COMPLETE’.
10.02.1991 Repair ‘VEHICLE RECLASSIFY’.
10.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSA 4884 G’
27.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1993 Repair ‘TANK WAG. ADAPTOR’.
23.07.1993 Repair ‘TANK WAG. DE-GAS TANK’.
23.07.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.07.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.07.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
23.07.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
23.07.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.07.1993 Repair ‘TANK WAG. TANK COMPLETE’.
23.07.1993 Repair ‘TANK WAG.INTERNAL INSPECTION’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.

ATSF 4887

Details: wagon ‘ATSF 4887 H’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: D
Length Over Headstocks: 11m
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Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted Not to Run in NSW‘
Diagram Book Page No.: CB T-59
Date Built: 11.09.1946
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TS;PROP.OF SHELL;ON LOAN AN;LOCO FUEL
BSG Code: DBTP

Capacity of 40550 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PE
Return to Service Date: 08.04.1992
Due Triple Valve: 17.12.1996
Last Lift: 21.08.1984

16.09.1988 Alteration complete ‘PLACE ‘TS’ WAGONS ON BROAD GA. BOGIES (ABIC)
STENCIL ‘LOCO FUEL ONLY’. RECLASSIFY ‘ATSA’ 4883U, 4884G & 4887K. ‘TS’
4883, 4884 & 4887. (RS4333)’. New class: ‘ATSA’.

21.11.1988 Alteration complete ‘FIT 9’ EMCO-WHEATON FILLING HATCH TO TANK
CARS FOR MILE END FUEL. ‘ATSA’ 4883, 4884 & 4887. (RS4358)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.10.1989 Repair ‘SIDE BOARDS’.
24.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSA 4887 K’
12.12.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
12.12.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATSA 4887 K’
12.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSA 4887 K’
24.01.1991 Alteration complete ‘REPLACE EXISTING BOGIES OF TANK WAGONS

ATSA4883,ATSA4884,ATSA4887, WITH 50T,1600MM GAUGE,ROLLER
BEARING,RIDE CONTROL BOGIES(ABNC,ABRC) RECLASSIFY WAGONS TO
‘ATSF‘CLASS. (RS4566)’. New class: ‘ATSF’.

22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘VEHICLE RECLASSIFY’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSA 4887 K’
02.04.1992 Repair ‘LADDER’.
03.04.1992 Repair ‘FLOOR BOARDS’.
03.04.1992 Repair ‘LADDER’.
08.04.1992 Repair ‘SIDE BEARER’.
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ATSF 8481

29.11.1990 Reclassified from wagon ‘ATSF 8481 S’ to ’ wagon ‘ATSY 8481 C’.

ATSL 6

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ATSL 9

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.10.1989 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘BRAKE BLOCK RB101’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘BRAKE CONTROL PIPE’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘DRAFT GEAR POCKET’.
19.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1990 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATSL 10

12.10.1988 Alteration complete ‘RECLASSIFY ‘STSC’ TO ‘ATSL’ - REFER RS4237.
(RS3082)’. New class: ‘ATSL’.

22.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘STSC 10 V’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘CENTRE SILL’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘TRAIN PIPE’.
16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘STSC 10 V’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATSL 11

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘STSC’ TO ‘ATSL’ - REFER RS4237.
(RS3082)’. New class: ‘ATSL’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRANCH PIPE’.
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.06.1990 Repair ‘BRAKE BLOCK OTHER’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATSL 13

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘BRANCH PIPE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘END HOSE’.
11.01.1990 Repair ‘BRAKE BLOCK RB101’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRANCH PIPE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘NYLON HOSE’.
19.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATSL 16

12.09.1991 Reclassified from wagon ‘ATSL 16 B’ to ’ wagon ‘ATSY 16 H’.

ATSL 17

30.06.1989 Reclassified from wagon ‘ATSL 17 K’ to ’ wagon ‘ATSY 17 Q’.

ATSL 18

19.04.1989 Reclassified from wagon ‘ATSL 18 T’ to ’ wagon ‘ATSY 18 C’.

ATSL 20

Details: wagon ‘ATSL 20 B’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-71
Date Built: 21.02.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STS;PROPERTY OF SHELL
BSG Code: FXTP
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Capacity of 49600 litres

Fleet Grp Code: AG AP
Return to Service Date: 25.01.1994
Last Brake Cylinder: 21.09.1990
Last Single Car Test: 21.09.1990
Last Lift: 03.03.1981

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

30.12.1989 Repair ‘END HOSE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘WHEEL SET’.
11.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.

ATSL 21

27.09.1988 Reclassified from wagon ‘ATSL 21 K’ to ’ wagon ‘ATSY 21 Q’.

ATSL 22

30.06.1989 Reclassified from wagon ‘ATSL 22 T’ to ’ wagon ‘ATSY 22 C’.

ATSL 8476

04.09.1990 Reclassified from wagon ‘ATSL 8476 K’ to ’ wagon ‘ATSY 8476 Q’.

ATSL 8477

27.09.1988 Reclassified from wagon ‘ATSL 8477 T’ to ’ wagon ‘ATSY 8477 C’.

ATSX 493

19.12.1990 Reclassified from wagon ‘ATSX 493 W’ to ’ wagon ‘ATSY 493 D’.

ATSX 494

15.12.1990 Reclassified from wagon ‘ATSX 494 X’ to ’ wagon ‘ATSY 494 M’.

ATSX 495

19.12.1990 Reclassified from wagon ‘ATSX 495 R’ to ’ wagon ‘ATSY 495 V’.
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ATSX 695

17.12.1990 Reclassified from wagon ‘ATSX 695 X’ to ’ wagon ‘ATSY 695 M’.

ATSX 696

19.12.1990 Reclassified from wagon ‘ATSX 696 R’ to ’ wagon ‘ATSY 696 V’.

ATSY 16

Details: wagon ‘ATSY 16 H’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 11.3m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-50
Date Built: 01.08.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSL;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 48800 litres

Fleet Grp Code: AG AP
Return to Service Date: 15.02.1994
Last Triple Valve: 21.12.1993
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 17.12.1991
Last Lift: 21.07.1986

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSL 16 B’
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSL 16 B’
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSL 16 B’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
21.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATSL 16 B’
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25.07.1991 Alteration complete ‘FIT MINER TCC-4500 AND STUCKI SIDEBEARER
POCKETS TO BOGIES OF ATSL 16, ATSF 1341 & 1342 IN ACCORDANCE WITH
ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY’. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME R40. ATSF 1341, 1342, ATSL 16. (RS4629)’. New class:
‘ATSY’.

12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE BEARERS’.
12.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1991 Repair ‘BRAKE BLOCK RB95’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Repair ‘GRADE CONTROL VALVE’.
12.09.1991 Repair ‘SIDE BEARER’.
12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATSL 16 B’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘VEHICLE STENCILS’.
15.01.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘WHEEL SET’.
18.03.1992 Repair ‘WHEEL SET’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.12.1993 Repair ‘WHEEL SET’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 17

Details: wagon ‘ATSY 17 Q’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 11.3m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-50
Date Built: 17.09.1956
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Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSL;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 48200 litres

Fleet Grp Code: AG AP
Return to Service Date: 25.02.1993
Last Triple Valve: 04.11.1992
Last Single Car Test: 04.11.1992
Last Lift: 01.03.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE BEARERS’.
22.01.1990 Repair ‘SIDE BEARER’.
22.01.1990 Repair ‘WHEEL SET’.
10.04.1990 Repair ‘STEP’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.04.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘WHEEL SET’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE CONTROL PIPE’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘AXLEBOX’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘WHEEL SET’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘BRAKE PULL ROD’.
22.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1992 Repair ‘WHEEL SET’.
22.10.1992 Repair ‘YOKE CARRIER’.
22.10.1992 Repair ‘YOKE COMPLETE’.
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22.10.1992 Repair ‘YOKE FOLLOWER’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘WHEEL SET’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 18

Details: wagon ‘ATSY 18 C’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 11.3m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-50
Date Built: 03.01.1957
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSL;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 47280 litres

Fleet Grp Code: AG AP UZ US
Return to Service Date: 15.02.1994
Due Triple Valve: 11.01.1990
Last Single Car Test: 20.04.1989
Last Lift: 01.02.1977

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘TRAIN PIPE (END)’.
19.10.1989 Repair ‘WHEEL SET’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.11.1991 Repair ‘BOGIE SPRING’.
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘BOGIE COMPLETE’.
31.01.1992 Repair ‘SIDE BEARER’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
15.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.12.1992 Repair ‘STEP’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
17.02.1993 Repair ‘END BRAKE COCK’.
17.02.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE CONTROL PIPE’.
17.08.1993 Repair ‘HOSE FITTINGS’.
17.08.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Repair ‘STEP’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 19

16.12.1996 Reclassified from wagon ‘ATSY 19 L’ to ’ wagon ‘RTSY 19 F’.

ATSY 21

Details: wagon ‘ATSY 21 Q’ in AN ‘Mainland Division’.
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Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-71
Date Built: 25.04.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STS;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 47600 litres

Corporate ID flag: Y
Fleet Grp Code: AG AP UZ US
Return to Service Date: 04.03.1994
Last Triple Valve: 19.01.1988
Last Brake Cylinder: 26.02.1991
Last Single Car Test: 19.10.1993
Last Lift: 19.07.1985

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1989 Repair ‘TRAIN PIPE (END)’.
10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1989 Repair ‘COUPLER COMPLETE’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘WHEEL SET’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
02.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
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02.05.1990 Repair ‘DRAFT GEAR POCKET’.
02.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.05.1990 Repair ‘TRAIN PIPE’.
02.05.1990 Repair ‘YOKE CARRIER’.
02.05.1990 Repair ‘YOKE COMPLETE’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1990 Repair ‘END BRAKE COCK’.
07.09.1990 Repair ‘HANDRAILS’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRAKE BLOCK RB95’.
17.02.1992 Repair ‘BRANCH PIPE’.
25.02.1992 Repair ‘HANDBRAKE HANDLE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘COUPLER KNUCKLE’.
23.04.1992 Repair ‘DRAFT GEAR POCKET’.
23.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘WHEEL SET’.
03.10.1993 Repair ‘HANDRAILS’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘ISOLATING COCK’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 22

Details: wagon ‘ATSY 22 C’ in AN ‘Mainland Division’.
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Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB T-71
Date Built: 14.06.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSL;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 48190 litres

Fleet Grp Code: AG AP UZ US
Return to Service Date: 18.02.1994
Last Single Car Test: 06.12.1989
Last Lift: 16.10.1980

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.12.1989 Repair ‘BRAKE LEVER’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘HANDBRAKE HANDLE’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BRANCH PIPE’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘TRAIN PIPE (END)’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘END BRAKE COCK’.
05.05.1992 Repair ‘HOSE FITTINGS’.
05.05.1992 Repair ‘TRAIN PIPE’.
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24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘WEAR PLATES & SADDLES’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BRAKE PULL ROD’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BEARERS’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘WHEEL SET’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Repair ‘ISOLATING COCK’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘WEAR PLATES & SADDLES’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 180

16.12.1996 Reclassified from wagon ‘ATSY 180 Q’ to ’ wagon ‘RTSY 180 K’.

ATSY 184

Details: wagon ‘ATSY 184 G’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 241
Date Built: 10.11.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 50096 litres
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Fleet Grp Code: AG AP UZ US
Return to Service Date: 28.03.1994
Due Triple Valve: 11.03.1993
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 11.03.1992
Last Lift: 17.04.1980

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘TB’ TO ‘ATSF’ - REFER RS4237.
(RS3083)’. New class: ‘ATSF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

25.08.1989 Repair ‘VEHICLE RECLASSIFY’.
25.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSF 184 W’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSF 184 W’
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1990 Repair ‘SIDE BEARER’.
09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Repair ‘YOKE CARRIER’.
09.08.1990 Repair ‘YOKE COMPLETE’.
09.08.1990 Repair ‘YOKE PIN’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSF 184 W’
16.01.1991 Repair ‘END HOSE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.03.1992 Repair ‘VEHICLE STENCILS’.
01.07.1992 Repair ‘YOKE COMPLETE’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘YOKE COMPLETE’.
15.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.12.1992 Repair ‘COUPLER COMPLETE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘DRAFT GEAR POCKET’.
22.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘SIDE STEP’.
22.02.1993 Repair ‘SIDE STEP’.
10.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1993 Repair ‘BOGIE COMPLETE’.
10.04.1993 Repair ‘BRAKE BLOCK RB95’.
10.04.1993 Repair ‘BRAKE PIN’.
10.04.1993 Repair ‘COUPLER KNUCKLE’.
10.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1993 Repair ‘END HOSE’.
10.04.1993 Repair ‘GRADE CONTROL VALVE’.
10.04.1993 Repair ‘TANK WAG. STRAPS’.
10.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BEARERS’.
21.04.1993 Repair ‘BRANCH PIPE’.
21.04.1993 Repair ‘SIDE BEARER’.
10.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.11.1993 Repair ‘GRADE CONTROL VALVE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 188

Details: wagon ‘ATSY 188 T’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 241
Date Built: 03.02.1956
Operating System: AN
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Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 49600 litres

Fleet Grp Code: AG AP UZ US
Return to Service Date: 05.01.1994
Due Triple Valve: 19.01.1994
Last Brake Cylinder: 21.10.1993
Last Single Car Test: 19.01.1993
Last Lift: 24.06.1983

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘SIDE BEARER’.
08.09.1989 Repair ‘TOP CENTRE PLATE’.
08.09.1989 Repair ‘VEHICLE RECLASSIFY’.
08.09.1989 Repair ‘YOKE COMPLETE’.
08.09.1989 Repair ‘YOKE FOLLOWER’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSF 188 M’
15.05.1990 Repair ‘END BRAKE COCK’.
15.05.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.05.1990 Repair ‘TRAIN PIPE (END)’.
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘LADDER’.
22.05.1991 Repair ‘TRAIN PIPE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘BRANCH PIPE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BRANCH PIPE’.
12.07.1991 Repair ‘BRANCH PIPE’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Repair ‘BRAKE PULL ROD’.
08.11.1991 Repair ‘BRANCH PIPE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRANCH PIPE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1992 Repair ‘STRIKING CASTING’.
06.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘TANK WAG. SKIRTING’.
28.05.1992 Repair ‘TANK WAG. SKIRTING’.
21.12.1992 Repair ‘GRADE CONTROL VALVE’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
14.01.1993 Repair ‘WHEEL SET’.
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BEARERS’.
29.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1993 Repair ‘SIDE BEARER’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘BRANCH PIPE’.
21.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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ATSY 191

Details: wagon ‘ATSY 191 K’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 241
Date Built: 21.11.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 50100 litres

Fleet Grp Code: AG AP UZ US
Return to Service Date: 22.03.1994
Due Triple Valve: 22.09.1993
Last Brake Cylinder: 22.09.1992
Last Single Car Test: 14.10.1993
Last Lift: 03.06.1983

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.10.1989 Repair ‘BOGIE BEARERS’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘SIDE BEARER’.
13.10.1989 Repair ‘TOP CENTRE PLATE’.
13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSF 191 D’
25.10.1989 Repair ‘UNDERFRAME COMPLETE’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.06.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
19.09.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRANCH PIPE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BOGIE COMPLETE’.
16.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.09.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1992 Repair ‘SIDE STEP’.
16.09.1992 Repair ‘TRAIN PIPE’.
15.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.02.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.02.1993 Repair ‘SIDE STEP’.
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BRANCH PIPE’.
14.05.1993 Repair ‘YOKE PIN’.
07.07.1993 Repair ‘SIDE STEP’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1993 Repair ‘END BRAKE COCK’.
14.10.1993 Repair ‘TRAIN PIPE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
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VEHICLES (SAPM05)’.

ATSY 493

Details: wagon ‘ATSY 493 D’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 30.3tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-92
Date Built: 01.01.1957
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF SHELL
BSG Code: FSTZ

Capacity of 42280 litres

Fleet Grp Code: AG UZ US
Return to Service Date: 21.07.1993
Last Brake Cylinder: 31.05.1991
Last Single Car Test: 19.07.1988

25.02.1987 Alteration complete ‘RECLASSIFY SHELL BITUMEN TANK CARS TO
‘ATSX’ NUMBERS 493W, 494X, 495R, 695X, 696R. VTBX 493, 494, 495, 695 & 696.
(RS4180)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘MINER’ RESLIENT SIDEBEARERS TO 5 NO. ‘ATSX’ BITUMEN TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY‘.
ATSX. (RS4404)’. New class: ‘ATSY’.

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE BEARERS’.
19.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘BOGIE WEAR PLATES’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘SIDE BEARER’.
19.12.1990 Repair ‘VEHICLE RECLASSIFY’.
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19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSX 493 W’
01.01.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BEARERS’.
29.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.08.1991 Repair ‘BRAKE BLOCK RB95’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1992 Repair ‘BRAKE PULL ROD’.
10.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘WHEEL SET’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 494

Details: wagon ‘ATSY 494 M’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 30.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-92
Date Built: 01.01.1957
Operating System: AN
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Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF SHELL
BSG Code: FSTZ

Capacity of 42280 litres

Fleet Grp Code: AG UZ US
Return to Service Date: 15.05.1992

25.02.1987 Alteration complete ‘RECLASSIFY SHELL BITUMEN TANK CARS TO
‘ATSX’ NUMBERS 493W, 494X, 495R, 695X, 696R. VTBX 493, 494, 495, 695 & 696.
(RS4180)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘MINER’ RESLIENT SIDEBEARERS TO 5 NO. ‘ATSX’ BITUMEN TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY‘.
ATSX. (RS4404)’. New class: ‘ATSY’.

30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSX 494 X’
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘BOGIE BEARERS’.
15.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1990 Repair ‘CARD OR CLIP HOLDER’.
15.12.1990 Repair ‘COUPLER KNUCKLE’.
15.12.1990 Repair ‘EMPTY LOAD VALVE’.
15.12.1990 Repair ‘GRADE CONTROL VALVE’.
15.12.1990 Repair ‘VEHICLE RECLASSIFY’.
15.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSX 494 X’
01.01.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BEARERS’.
16.05.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BEARERS’.
29.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.08.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
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ATSY 495

Details: wagon ‘ATSY 495 V’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 30.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: V TW-92
Date Built: 01.01.1957
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF SHELL
BSG Code: FSTZ

Capacity of 42280 litres

Fleet Grp Code: AG UZ US
Return to Service Date: 05.02.1993
Last Triple Valve: 05.02.1993
Last Single Car Test: 18.06.1991

25.02.1987 Alteration complete ‘RECLASSIFY SHELL BITUMEN TANK CARS TO
‘ATSX’ NUMBERS 493W, 494X, 495R, 695X, 696R. VTBX 493, 494, 495, 695 & 696.
(RS4180)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘MINER’ RESLIENT SIDEBEARERS TO 5 NO. ‘ATSX’ BITUMEN TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY‘.
ATSX. (RS4404)’. New class: ‘ATSY’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘WHEEL SET’.
28.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSX 495 R’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSX 495 R’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE BEARERS’.
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19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘SIDE BEARER’.
19.12.1990 Repair ‘VEHICLE RECLASSIFY’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSX 495 R’
01.01.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BEARERS’.
29.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1991 Repair ‘VEHICLE COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1992 Repair ‘TRAIN PIPE’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRAKE PULL ROD’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE ADAPTER’.
19.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.01.1993 Repair ‘HOSE FITTINGS’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.02.1993 Repair ‘EMPTY LOAD VALVE’.
05.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 579

Details: wagon ‘ATSY 579 C’ in AN ‘Mainland Division’.
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Owner: SHELL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: W J17
Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 72389 litres

Capacity of 80662 litres

Fleet Grp Code: US UZ AG
Return to Service Date: 11.11.1993
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO EXISTING
SIDEBEARER HOUSINGS ON2 NO. ‘ATSF’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31 SECTIONS 2.3 & 3.3.1.
RECALSSIFY WAGONS TO ‘ATSY‘. BOGIES TO BE RECLASSIFIED ‘ASSC’ ATSF
579 & 580. (RS4340)’. New class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BEARERS’.
01.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1989 Repair ‘SIDE BEARER’.
01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSF 579 S’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘ISOLATING COCK’.
12.07.1991 Repair ‘ISOLATING COCK’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1992 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Repair ‘WHEEL SET’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BEARINGS’.
18.08.1993 Repair ‘BRAKE LEVER’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘WHEEL SET’.
27.08.1993 Repair ‘STEP’.
30.08.1993 Repair ‘STEP’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘WHEEL SET’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 580

Details: wagon ‘ATSY 580 V’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: W J17
Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 72389 litres
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Capacity of 80662 litres

Fleet Grp Code: AG US UZ
Return to Service Date: 05.05.1994
Last Brake Cylinder: 11.06.1992
Last Single Car Test: 14.12.1989

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO EXISTING
SIDEBEARER HOUSINGS ON2 NO. ‘ATSF’ (1435 MM GA. BOGIES) TANK
WAGONS IN ACCORDANCE WITH ME STANDARD R31 SECTIONS 2.3 & 3.3.1.
RECALSSIFY WAGONS TO ‘ATSY‘. BOGIES TO BE RECLASSIFIED ‘ASSC’ ATSF
579 & 580. (RS4340)’. New class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BEARERS’.
12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BOGIE BEARERS’.
12.08.1989 Repair ‘BOGIE WEAR PLATES’.
12.08.1989 Repair ‘BRAKE BLOCK RB101’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘SIDE STEP’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘STEP’.
14.12.1989 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Repair ‘STEP’.
23.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘END BRAKE COCK’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BEARERS’.
14.06.1991 Repair ‘SIDE STEP’.
15.06.1991 Repair ‘SIDE STEP’.
26.10.1991 Repair ‘SIDE STEP’.
26.10.1991 Repair ‘STEP’.
16.12.1991 Repair ‘SIDE STEP’.
21.04.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘SIDE STEP’.
20.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BEARERS’.
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11.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.06.1992 Repair ‘BRAKE BLOCK OTHER’.
11.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
05.03.1993 Repair ‘SIDE STEP’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE SIDEFRAME’.
18.11.1993 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘STEP’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 695

Details: wagon ‘ATSY 695 M’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 30.3tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1958
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF SHELL
BSG Code: FSTZ

Capacity of 42280 litres

Fleet Grp Code: US AG UZ
Return to Service Date: 13.12.1991
Due Triple Valve: 16.12.1988

25.02.1987 Alteration complete ‘RECLASSIFY SHELL BITUMEN TANK CARS TO
‘ATSX’ NUMBERS 493W, 494X, 495R, 695X, 696R. VTBX 493, 494, 495, 695 & 696.
(RS4180)’.
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17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘MINER’ RESLIENT SIDEBEARERS TO 5 NO. ‘ATSX’ BITUMEN TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY‘.
ATSX. (RS4404)’. New class: ‘ATSY’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘END BRAKE COCK’.
28.06.1990 Repair ‘TRAIN PIPE’.
28.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSX 695 X’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
17.12.1990 Repair ‘VEHICLE RECLASSIFY’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSX 695 X’
01.01.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘TRAIN PIPE’.
13.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 696

Details: wagon ‘ATSY 696 V’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Date Built: 01.01.1958
Operating System: AN
Intended Use: BITUMEN
Remarks: EX VTBX;PROPERTY OF SHELL
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BSG Code: FSTZ

Capacity of 32600 litres

Fleet Grp Code: AG UZ US
Return to Service Date: 30.11.1993
Due Triple Valve: 24.09.1994
Last Triple Valve: 30.11.1993
Last Single Car Test: 28.06.1988
Last Lift: 11.02.1982

25.02.1987 Alteration complete ‘RECLASSIFY SHELL BITUMEN TANK CARS TO
‘ATSX’ NUMBERS 493W, 494X, 495R, 695X, 696R. VTBX 493, 494, 495, 695 & 696.
(RS4180)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
‘MINER’ RESLIENT SIDEBEARERS TO 5 NO. ‘ATSX’ BITUMEN TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY‘.
ATSX. (RS4404)’. New class: ‘ATSY’.

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘TRAIN PIPE’.
16.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSX 696 R’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE LEVER’.
28.06.1990 Repair ‘BRAKE PULL ROD’.
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSX 696 R’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE BLOCK RB95’.
27.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1990 Repair ‘TRAIN PIPE’.
27.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSX 696 R’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE BEARERS’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘SIDE BEARER’.
19.12.1990 Repair ‘VEHICLE RECLASSIFY’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSX 696 R’
01.01.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BRANCH PIPE’.
31.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BEARERS’.
29.08.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘VEHICLE COMPLETE’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1993 Repair ‘ISOLATING COCK’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BRAKE PULL ROD’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1993 Repair ‘TRAIN PIPE’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE PULL ROD’.
30.11.1993 Repair ‘BRANCH PIPE’.
30.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 1341

16.12.1996 Reclassified from wagon ‘ATSY 1341 N’ to ’ wagon ‘RTSY 1341 H’.

ATSY 1342

Details: wagon ‘ATSY 1342 W’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
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Diagram Book Page No.: NS 245
Date Built: 26.01.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 49600 litres

Fleet Grp Code: AG
Return to Service Date: 18.02.1994
Due Triple Valve: 25.10.1994
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 25.03.1981

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

18.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSF 1342 P’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSF 1342 P’
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1990 Repair ‘BOGIE COMPLETE’.
03.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.02.1990 Repair ‘GRADE CONTROL VALVE’.
03.02.1990 Repair ‘TRAIN PIPE’.
03.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSF 1342 P’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1990 Repair ‘TRAIN PIPE (END)’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSF 1342 P’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSF 1342 P’
25.07.1991 Alteration complete ‘FIT MINER TCC-4500 AND STUCKI SIDEBEARER

POCKETS TO BOGIES OF ATSL 16, ATSF 1341 & 1342 IN ACCORDANCE WITH
ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY’. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME R40. ATSF 1341, 1342, ATSL 16. (RS4629)’. New class:
‘ATSY’.
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23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BRANCH PIPE’.
23.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1991 Repair ‘VEHICLE STENCILS’.
23.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATSF 1342 P’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘SIDE BEARER’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘VEHICLE RECLASSIFY’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATSF 1342 P’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARINGS’.
19.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.08.1992 Repair ‘VEHICLE STENCILS’.
17.02.1993 Repair ‘WHEEL SET’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘VEHICLE STENCILS’.
01.03.1993 Repair ‘WHEEL SET’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1993 Repair ‘VEHICLE STENCILS’.
20.10.1993 Repair ‘WHEEL SET’.
09.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 8476

Details: wagon ‘ATSY 8476 Q’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 11.3m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-50
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Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSL;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 48400 litres

Fleet Grp Code: AG AP UZ US
Return to Service Date: 22.02.1994
Due Triple Valve: 24.05.1990
Last Triple Valve: 07.09.1990
Last Brake Cylinder: 07.09.1990
Last Single Car Test: 27.04.1992

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSL 8476 K’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE BEARERS’.
03.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATSL 8476 K’
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ATSL 8476 K’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.09.1990 Repair ‘BRANCH PIPE’.
04.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.09.1990 Repair ‘COUPLER COMPLETE’.
04.09.1990 Repair ‘GRADE CONTROL VALVE’.
04.09.1990 Repair ‘NYLON HOSE’.
04.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1990 Repair ‘SIDE BEARER’.
04.09.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
04.09.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.09.1990 Repair ‘TRAIN PIPE (END)’.
04.09.1990 Repair ‘TRAIN PIPE’.
04.09.1990 Repair ‘VEHICLE RECLASSIFY’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSL 8476 K’
14.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
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22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘END BRAKE COCK’.
22.05.1991 Repair ‘TRAIN PIPE (END)’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.04.1992 Repair ‘TOP CENTRE PLATE’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
15.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
01.12.1992 Repair ‘LADDER’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘END BRAKE COCK’.
08.09.1993 Repair ‘STEP’.
08.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BEARERS’.
01.02.1994 Repair ‘END BRAKE COCK’.
01.02.1994 Repair ‘SIDE BEARER’.
20.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 8477

Details: wagon ‘ATSY 8477 C’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 11.3m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-50
Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
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Remarks: EX TS;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 47280 litres

Fleet Grp Code: AG US UZ
Return to Service Date: 27.10.1994
Last Triple Valve: 25.07.1988
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 28.08.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BOGIE BEARERS’.
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Repair ‘BRANCH PIPE’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘HANDBRAKE HANDLE’.
12.08.1989 Repair ‘STEP’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BEARERS’.
02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BRANCH PIPE’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Repair ‘TRAIN PIPE’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BRANCH PIPE’.
06.02.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BEARERS’.
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06.06.1991 Repair ‘BOGIE BEARERS’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘SIDE BEARER’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1991 Repair ‘WEAR PLATES & SADDLES’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BEARERS’.
24.04.1992 Repair ‘SIDE BEARER’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1992 Repair ‘SIDE BEARER’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BEARERS’.
13.08.1992 Repair ‘SIDE BEARER’.
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘WEAR PLATES & SADDLES’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BEARINGS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE BLOCK RB95’.
08.03.1993 Repair ‘GRADE CONTROL VALVE’.
08.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1993 Repair ‘VEHICLE STENCILS’.
09.03.1993 Repair ‘WHEEL SET’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘GRADE CONTROL VALVE’.
11.03.1993 Repair ‘WHEEL SET’.
11.03.1993 Repair ‘WHEEL SET’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘DRAFT GEAR POCKET’.
04.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

ATSY 8481

Details: wagon ‘ATSY 8481 C’ in AN ‘Mainland Division’.

Owner: SHELL
Operator: C
Length Over Headstocks: 11.3m
Tare Weight: 23.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB T-50
Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL
BSG Code: FSTP

Capacity of 47280 litres

Fleet Grp Code: AG US UZ
Return to Service Date: 17.11.1993
Due Triple Valve: 05.07.1989
Last Brake Cylinder: 05.07.1988
Last Single Car Test: 22.11.1993

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.
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29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BEARERS’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BRAKE PULL ROD’.
29.11.1990 Repair ‘CENTRE SILL’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘SIDE BEARER’.
29.11.1990 Repair ‘STEP’.
29.11.1990 Repair ‘TANK WAG. SKIRTING’.
29.11.1990 Repair ‘VEHICLE RECLASSIFY’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSF 8481 S’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.07.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.07.1991 Repair ‘BOGIE SPRING’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘END BRAKE COCK’.
21.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘HOSE FITTINGS’.
04.06.1993 Repair ‘TRAIN PIPE (END)’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE SPRING’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BEARERS’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘BRAKE LEVER’.
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘SIDE BOARDS’.
17.11.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON COAL

WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.

2.169 Wagon classification starting with ‘ATW’

ATWF 1

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE PIN’.
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03.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.11.1989 Repair ‘HANDBRAKE HANDLE’.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘STEP’.
03.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘STWC 1 L’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘STWC 1 L’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 3

Details: wagon ‘ATWF 3 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-2
Date Built: 17.05.1968
Operating System: AN
Intended Use: WATER
Remarks: EX STW;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.03.1993
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993
Last Lift: 18.09.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

05.07.1989 Repair ‘STEP’.
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05.07.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 3 R’
07.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
07.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 3 R’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 3 R’
15.04.1991 Repair ‘HANDBRAKE HANDLE’.
13.05.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.

ATWF 5

Details: wagon ‘ATWF 5 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-2
Date Built: 17.05.1968
Operating System: AN
Intended Use: WATER
Remarks: EX STW;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.12.1993
Due Triple Valve: 16.11.1991
Last Brake Cylinder: 15.12.1993
Last Single Car Test: 15.12.1993

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

08.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.11.1989 Repair ‘END HOSE’.
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08.11.1989 Repair ‘LADDER’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 5 M’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 5 M’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
09.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
09.11.1990 Repair ‘VEHICLE STENCILS’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.12.1993 Repair ‘BRAKE LEVER’.
15.12.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘END HOSE’.
15.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘STEP’.
15.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.

ATWF 7

Details: wagon ‘ATWF 7 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-2
Date Built: 17.05.1968
Operating System: AN
Intended Use: WATER
Remarks: EX STW;CCE USE
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BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.03.1993
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993
Last Lift: 15.12.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

05.07.1989 Repair ‘STEP’.
05.07.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 7 H’
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.11.1989 Repair ‘END HOSE’.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘STEP’.
03.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 7 H’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 7 H’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.

ATWF 8

Details: wagon ‘ATWF 8 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-2
Date Built: 17.05.1968
Operating System: AN
Intended Use: WATER
Remarks: EX STW;CCE USE
BSG Code: DSTW
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Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.03.1993
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Repair ‘BRAKE LEVER’.
01.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.11.1989 Repair ‘END HOSE’.
01.11.1989 Repair ‘HANDBRAKE HANDLE’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Repair ‘STEP’.
01.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 8 Q’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon ‘STW 8 Q’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.

ATWF 249

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.08.1989 Repair ‘END BRAKE COCK’.
30.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1989 Repair ‘VEHICLE RECLASSIFY’.
30.08.1989 Repair ‘VEHICLE STENCILS’.
30.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘T 249 J’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
19.11.1990 Repair ‘TANK WAG. TANK COMPLETE’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRANCH PIPE’.
09.08.1991 Repair ‘STEP’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATWF 283

Details: wagon ‘ATWF 283 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1910
Diagram Book Page No.: NS 256
Date Built: 30.09.1914
Operating System: AN
Intended Use: WATER
Remarks: EX T;CCE USE
BSG Code: DSTW

Capacity of 45460 litres

Fleet Grp Code: AH PB PZ
Return to Service Date: 05.03.1993
Due Triple Valve: 25.01.1992
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 14.12.1990
Last Lift: 12.02.1979

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

31.10.1990 Repair ‘SIDE STEP’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1993 Repair ‘STEP’.

ATWF 488

Details: wagon ‘ATWF 488 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 22.1tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1910
Diagram Book Page No.: NS 256
Date Built: 01.11.1914
Operating System: AN
Intended Use: WATER
Remarks: EX T;CCE USE
BSG Code: DSTW

Capacity of 45460 litres

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 27.09.1993
Due Triple Valve: 16.03.1994
Last Single Car Test: 16.03.1993
Last Lift: 05.08.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BRAKE BLOCK RB101’.
22.08.1989 Repair ‘TANK WAG. TANK COMPLETE’.
23.03.1990 Repair ‘TANK WAG. SADDLES’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘BRANCH PIPE’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

ATWF 489

Details: wagon ‘ATWF 489 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 259
Date Built: 14.11.1914
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Operating System: AN
Intended Use: WATER
Remarks: EX TG;CCE USE
BSG Code: DSTW

Capacity of 40900 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 10.11.1994
Due Triple Valve: 24.02.1995
Last Triple Valve: 24.02.1988
Last Brake Cylinder: 27.12.1990
Last Single Car Test: 24.02.1994
Last Lift: 12.11.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1990 Repair ‘TRAIN PIPE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE CONTROL PIPE’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘END BRAKE COCK’.
05.08.1993 Repair ‘END HOSE’.
05.08.1993 Repair ‘SIDE BEARER’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
03.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BRAKE CONTROL PIPE’.
22.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.

ATWF 491

Details: wagon ‘ATWF 491 N’ in AN ‘Mainland Division’.

Owner: AN

4530



2.169. Wagon classification starting with ‘ATW’

Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1910
Diagram Book Page No.: NS 256
Date Built: 24.12.1914
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.03.94
BSG Code: DSTW

Capacity of 45460 litres

Fleet Grp Code: AH PB PZ
Return to Service Date: 02.03.1994
Due Triple Valve: 30.01.1992
Last Brake Cylinder: 30.01.1991
Last Single Car Test: 07.01.1992
Last Lift: 09.03.1987

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

21.09.1989 Repair ‘TRAIN PIPE (END)’.
21.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘T 491 Y’
12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘T 491 Y’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1991 Repair ‘TANK WAG.INTERNAL INSPECTION’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE CONTROL PIPE’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1992 Repair ‘STEP’.
07.01.1992 Repair ‘TANK WAG. TANK COMPLETE’.
07.04.1992 Repair ‘STRIKING CASTING’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Repair ‘HANDRAILS END’.
06.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 492

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.
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30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 493

Details: wagon ‘ATWF 493 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1850
Diagram Book Page No.: NS 259
Date Built: 22.10.1914
Operating System: AN
Intended Use: WATER
Remarks: EX TG;CCE USE
BSG Code: DSTW

Capacity of 40900 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 10.12.1990
Due Triple Valve: 13.12.1991
Last Brake Cylinder: 13.12.1990
Last Single Car Test: 13.12.1990
Last Lift: 10.03.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1990 Repair ‘VEHICLE STENCILS’.

ATWF 651

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

15.11.1989 Repair ‘BOGIE BEARERS’.
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘STEP’.
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15.11.1989 Repair ‘TRAIN PIPE (END)’.
15.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘STOC 651 A’
01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘STOC 651 A’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Repair ‘VEHICLE STENCILS’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 798

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

12.12.1990 Repair ‘VEHICLE RECLASSIFY’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TF 798 S’
18.12.1990 Repair ‘LADDER’.
18.12.1990 Repair ‘SIDE MEMBER’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
11.01.1991 Repair ‘TRAIN PIPE’.
11.01.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Repair ‘TANK WAG. TANK COMPLETE’.
22.10.1991 Repair ‘TANK WAG. TANK COMPLETE’.
27.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1992 Repair ‘HANDBRAKE HANDLE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 803

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

19.09.1990 Repair ‘TANK WAG. TANK COMPLETE’.
19.09.1990 Repair ‘WEAR PLATES & SADDLES’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1991 Repair ‘TANK WAG. TANK COMPLETE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ATWF 804

Details: wagon ‘ATWF 804 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Diagram Book Page No.: NS 258
Date Built: 21.04.1943
Operating System: AN
Intended Use: WATER
Remarks: EX TF;CME PT. AUGUSTA
BSG Code: DSTW

Capacity of 40900 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.01.1996
Last Triple Valve: 28.03.1990
Last Brake Cylinder: 28.03.1990
Last Lift: 15.04.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.

ATWF 809

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 811

Details: wagon ‘ATWF 811 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 11m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 258
Date Built: 19.07.1943
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.03.94
BSG Code: DSTW

Capacity of 40900 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.03.1994
Due Triple Valve: 02.04.1994
Last Triple Valve: 16.12.1988
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993
Last Lift: 27.10.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

24.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.10.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.10.1989 Repair ‘END HOSE’.
24.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1992 Repair ‘VEHICLE STENCILS’.
25.06.1992 Repair ‘WHEEL SET’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 1346

Details: wagon ‘ATWF 1346 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.7m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1850
Diagram Book Page No.: NS 260
Date Built: 04.05.1956
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.02.94
BSG Code: DSTW

Capacity of 40900 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 12.02.1994
Due Triple Valve: 13.03.1992
Last Brake Cylinder: 06.12.1989
Last Single Car Test: 13.03.1991
Last Lift: 18.09.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘BRAKE PULL ROD’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
17.10.1990 Repair ‘VEHICLE STENCILS’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.02.1991 Repair ‘TANK WAG. TANK COMPLETE’.
05.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 1548

Details: wagon ‘ATWF 1548 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
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Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 07.01.1959
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 14.03.1994
Due Triple Valve: 30.01.1992
Last Brake Cylinder: 30.01.1991
Last Single Car Test: 20.09.1991
Last Lift: 30.08.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

07.07.1989 Repair ‘CARD OR CLIP HOLDER’.
07.07.1989 Repair ‘TANK WAG. TANK COMPLETE’.
07.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘TK 1548 D’
20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TK 1548 D’
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TK 1548 D’
12.09.1989 Repair ‘STEP’.
15.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
15.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1990 Repair ‘HANDBRAKE HANDLE’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Repair ‘TANK WAG. TANK COMPLETE’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1990 Repair ‘TANK WAG. TANK COMPLETE’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE PULL ROD’.
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17.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1991 Repair ‘TANK WAG.INTERNAL INSPECTION’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE STENCILS’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘BRAKE CONTROL PIPE’.
18.09.1991 Repair ‘END HOSE’.
18.09.1991 Repair ‘STEP’.
14.03.1994 Repair ‘BODY COMPLETE’.
14.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ATWF 1549

Details: wagon ‘ATWF 1549 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 30.12.1958
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.03.1994
Due Triple Valve: 24.08.1993
Last Triple Valve: 09.02.1989
Last Brake Cylinder: 24.08.1992
Last Single Car Test: 24.08.1992
Last Lift: 09.06.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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26.09.1990 Repair ‘VEHICLE STENCILS’.
17.10.1990 Repair ‘TANK WAG. TANK COMPLETE’.
19.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.10.1991 Repair ‘TANK WAG. TANK COMPLETE’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE CONTROL PIPE’.
20.08.1992 Repair ‘BRAKE PULL ROD’.
20.08.1992 Repair ‘BRANCH PIPE’.
20.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.08.1992 Repair ‘END BRAKE COCK’.
20.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.08.1992 Repair ‘SIDE BEARER’.
20.08.1992 Repair ‘STEP’.
20.08.1992 Repair ‘TANK WAG. TANK COMPLETE’.
20.08.1992 Repair ‘TRAIN PIPE’.
20.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1994 Repair ‘BODY COMPLETE’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ATWF 1550

Details: wagon ‘ATWF 1550 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 28.01.1959
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.03.94
BSG Code: DSTW

Capacity of 50000 litres
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Fleet Grp Code: AH PZ PB
Return to Service Date: 02.03.1994
Due Triple Valve: 15.12.1990
Last Brake Cylinder: 15.02.1989
Last Single Car Test: 15.12.1989
Last Lift: 21.06.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

13.12.1989 Repair ‘VEHICLE RECLASSIFY’.
13.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TK 1550 X’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.12.1989 Repair ‘VEHICLE STENCILS’.
25.10.1991 Repair ‘YOKE CARRIER’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 1551

Details: wagon ‘ATWF 1551 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 13.02.1959
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.03.1994
Due Triple Valve: 19.09.1992
Last Brake Cylinder: 04.09.1989
Last Single Car Test: 11.08.1993
Last Lift: 02.12.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

30.08.1989 Repair ‘VEHICLE RECLASSIFY’.
30.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TK 1551 R’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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2.169. Wagon classification starting with ‘ATW’

31.08.1989 Repair ‘BODY COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE COMPLETE’.
14.06.1990 Repair ‘END BRAKE COCK’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
17.10.1990 Repair ‘VEHICLE STENCILS’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1991 Repair ‘COUPLER COMPLETE’.
18.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1991 Repair ‘STEP’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.06.1992 Repair ‘TANK WAG. TANK COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1993 Repair ‘SIDE COMPLETE’.
03.08.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.08.1993 Repair ‘TANK WAG. TANK COMPLETE’.
03.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BEARINGS’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.08.1993 Repair ‘UNDERFRAME COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
15.03.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.

ATWF 1552

Details: wagon ‘ATWF 1552 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 09.03.1959
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 18.02.1992
Due Triple Valve: 12.06.1992
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 19.02.1992
Last Lift: 15.10.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

08.11.1989 Repair ‘BRANCH PIPE’.
08.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘WEAR PLATES & SADDLES’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BEARINGS’.
13.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘BRAKE LEVER’.
18.02.1992 Repair ‘BRAKE PULL ROD’.
18.02.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.02.1992 Repair ‘TRAIN PIPE (END)’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.

ATWF 1553

Details: wagon ‘ATWF 1553 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
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2.169. Wagon classification starting with ‘ATW’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 16.03.1959
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.09.1995
Due Triple Valve: 03.12.1991
Last Brake Cylinder: 03.12.1990
Last Single Car Test: 30.06.1988
Last Lift: 04.11.1987

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

19.10.1990 Repair ‘TANK WAG. TANK COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
23.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.

ATWF 1554

Details: wagon ‘ATWF 1554 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 07.04.1959
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 16.11.1992
Due Triple Valve: 08.01.1993
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 08.01.1992
Last Lift: 21.02.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.10.1989 Repair ‘STEP’.
17.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.10.1990 Repair ‘COUPLER KNUCKLE’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
18.11.1991 Repair ‘TANK WAG. TANK COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.01.1992 Repair ‘END BRAKE COCK’.
07.01.1992 Repair ‘TANK WAG. TANK COMPLETE’.
07.01.1992 Repair ‘TRAIN PIPE (END)’.
07.01.1992 Repair ‘TRAIN PIPE’.
07.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘TRAIN PIPE (END)’.

ATWF 1556

Details: wagon ‘ATWF 1556 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 30.04.1959
Operating System: AN
Intended Use: WATER
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2.169. Wagon classification starting with ‘ATW’

Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.01.1994
Due Triple Valve: 11.06.1992
Last Brake Cylinder: 07.01.1994
Last Single Car Test: 07.01.1994
Last Lift: 31.07.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE LEVER’.
07.01.1994 Repair ‘DRAFT GEAR POCKET’.
07.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1994 Repair ‘END HOSE’.
07.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1994 Repair ‘SIDE BEARER’.
07.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘YOKE COMPLETE’.

ATWF 1557

Details: wagon ‘ATWF 1557 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 09.10.1959
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.09.1995
Due Triple Valve: 13.12.1991
Last Brake Cylinder: 16.08.1988
Last Single Car Test: 03.09.1993
Last Lift: 24.04.1987

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

01.08.1989 Repair ‘TANK WAG. TANK COMPLETE’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TK 1557 C’
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB101’.
07.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.08.1989 Repair ‘TANK WAG.INTERNAL INSPECTION’.
07.08.1989 Repair ‘VEHICLE STENCILS’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BRAKE CONTROL PIPE’.
22.11.1989 Repair ‘BRANCH PIPE’.
22.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1989 Repair ‘TANK WAG. TANK COMPLETE’.
22.11.1989 Repair ‘TRAIN PIPE (END)’.
22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
08.11.1990 Repair ‘TANK WAG. TANK COMPLETE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
06.12.1990 Repair ‘VEHICLE STENCILS’.
15.10.1991 Repair ‘TANK WAG. TANK COMPLETE’.
10.04.1992 Repair ‘HANDRAILS END’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘TANK WAG. TANK COMPLETE’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.

ATWF 1734

Details: wagon ‘ATWF 1734 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.169. Wagon classification starting with ‘ATW’

Bogie Configuration: 2X2
Original Cost: $9430
Diagram Book Page No.: NS 261
Date Built: 13.10.1961
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 27.08.1996
Due Triple Valve: 03.12.1991
Last Brake Cylinder: 03.12.1990
Last Single Car Test: 05.10.1990
Last Lift: 14.12.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TK 1734 T’
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘BRAKE SPRING’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1989 Repair ‘HANDBRAKE HANDLE’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘TANK WAG. TANK COMPLETE’.
12.12.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘TK 1734 T’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Repair ‘VEHICLE STENCILS’.
04.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TK 1734 T’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

ATWF 1735

Details: wagon ‘ATWF 1735 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9430
Diagram Book Page No.: NS 261
Date Built: 22.11.1961
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 10.12.1993
Due Triple Valve: 05.10.1991
Last Brake Cylinder: 05.10.1990
Last Single Car Test: 13.12.1993
Last Lift: 25.02.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘TANK WAG. TANK COMPLETE’.
28.03.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘BRAKE LEVER’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘SIDE BEARER’.
12.04.1990 Repair ‘YOKE COMPLETE’.
12.04.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
20.04.1990 Alteration complete ‘INSPECT ON A 3 MONTHY BASIS AND SEND

REPORT OF INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA
FOR TEN ATWF TANK WAGONS LINED WITH WHITE EPOXY MATERIAL.
VEHICLES CONCERNED ARE ATWF 1735,2583,2584,2585,
2586,2587,2589,2590,2591,2592. (PTR002)’.

01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BRAKE PULL ROD’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
04.10.1990 Repair ‘VEHICLE STENCILS’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRANCH PIPE’.
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2.169. Wagon classification starting with ‘ATW’

22.10.1991 Repair ‘END BRAKE COCK’.
22.10.1991 Repair ‘HANDRAILS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRANCH PIPE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
16.08.1993 Repair ‘TRAIN PIPE (END)’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘BRAKE PULL ROD’.
10.12.1993 Repair ‘BRAKE PULL ROD’.
10.12.1993 Repair ‘TANK WAG. TANK COMPLETE’.
10.12.1993 Repair ‘TANK WAG. TANK COMPLETE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.

ATWF 1736

Details: wagon ‘ATWF 1736 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9430
Diagram Book Page No.: NS 261
Date Built: 15.12.1961
Operating System: AN
Intended Use: WATER
Remarks: EX TK;CCE USE
BSG Code: DSTW

Capacity of 50000 litres
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2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.07.1993
Due Triple Valve: 30.01.1992
Last Brake Cylinder: 30.01.1991
Last Single Car Test: 21.09.1989
Last Lift: 01.02.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BODY COMPLETE’.
14.09.1989 Repair ‘VEHICLE STENCILS’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1991 Repair ‘TANK WAG.INTERNAL INSPECTION’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.

ATWF 2583

Details: wagon ‘ATWF 2583 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 07.03.1974
Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 30.03.1994
Due Triple Valve: 08.02.1995
Last Brake Cylinder: 08.02.1994
Last Single Car Test: 08.02.1994
Last Lift: 17.11.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

07.11.1989 Repair ‘HANDBRAKE HANDLE’.
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2.169. Wagon classification starting with ‘ATW’

07.11.1989 Repair ‘SIDE STEP’.
07.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TL 2583 V’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.12.1989 Repair ‘VEHICLE RECLASSIFY’.
18.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘TL 2583 V’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Repair ‘TRAIN PIPE’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘TOP CENTRE PLATE’.
20.04.1990 Alteration complete ‘INSPECT ON A 3 MONTHY BASIS AND SEND

REPORT OF INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA
FOR TEN ATWF TANK WAGONS LINED WITH WHITE EPOXY MATERIAL.
VEHICLES CONCERNED ARE ATWF 1735,2583,2584,2585,
2586,2587,2589,2590,2591,2592. (PTR002)’.

30.04.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
04.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1993 Repair ‘STEP’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE PULL ROD’.
08.02.1994 Repair ‘BRANCH PIPE’.
08.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1994 Repair ‘TOP CENTRE PLATE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘END BRAKE COCK’.
30.03.1994 Repair ‘END HOSE’.

ATWF 2584

Details: wagon ‘ATWF 2584 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 01.01.1974
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Operating System: AN
Intended Use: WATER
Remarks: W/O 12.03.94
BSG Code: DSTW

Capacity of 54500 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.03.1994
Due Triple Valve: 21.11.1989
Last Brake Cylinder: 17.08.1993
Last Single Car Test: 17.08.1993

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

05.09.1989 Repair ‘TANK WAG. TANK COMPLETE’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TL 2584 H’
13.12.1989 Repair ‘VEHICLE RECLASSIFY’.
13.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TL 2584 H’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.12.1989 Repair ‘VEHICLE STENCILS’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1990 Alteration complete ‘INSPECT ON A 3 MONTHY BASIS AND SEND

REPORT OF INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA
FOR TEN ATWF TANK WAGONS LINED WITH WHITE EPOXY MATERIAL.
VEHICLES CONCERNED ARE ATWF 1735,2583,2584,2585,
2586,2587,2589,2590,2591,2592. (PTR002)’.

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘TANK WAG. TANK COMPLETE’.
17.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1990 Repair ‘BRAKE PULL ROD’.
30.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.10.1990 Repair ‘LADDER’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRANCH PIPE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘TANK WAG. SKIRTING’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BRANCH PIPE’.
15.04.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘TANK WAG. TANK COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘TANK WAG. TANK COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘TANK WAG. TANK COMPLETE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘CARD OR CLIP HOLDER’.
26.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRANCH PIPE’.
30.09.1991 Repair ‘TANK WAG. TANK COMPLETE’.
22.10.1991 Repair ‘STEP’.
22.10.1991 Repair ‘TANK WAG. TANK COMPLETE’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 2585

Details: wagon ‘ATWF 2585 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 15.02.1974
Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 20.01.1992
Last Brake Cylinder: 20.01.1992
Last Single Car Test: 14.12.1989
Last Lift: 02.12.1986
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12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BODY COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRANCH PIPE’.
08.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1990 Alteration complete ‘INSPECT ON A 3 MONTHY BASIS AND SEND

REPORT OF INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA
FOR TEN ATWF TANK WAGONS LINED WITH WHITE EPOXY MATERIAL.
VEHICLES CONCERNED ARE ATWF 1735,2583,2584,2585,
2586,2587,2589,2590,2591,2592. (PTR002)’.

30.04.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘STEP’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.01.1992 Repair ‘STEP’.

ATWF 2586

Details: wagon ‘ATWF 2586 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 06.02.1974
Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
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BSG Code: DSTW

Capacity of 54500 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 06.04.1994
Last Triple Valve: 05.05.1992
Last Brake Cylinder: 05.05.1992
Last Single Car Test: 13.12.1993
Last Lift: 22.07.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘TANK WAG. TANK COMPLETE’.
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
19.03.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘END BRAKE COCK’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.04.1990 Repair ‘TANK WAG. TANK COMPLETE’.
20.04.1990 Alteration complete ‘INSPECT ON A 3 MONTHY BASIS AND SEND

REPORT OF INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA
FOR TEN ATWF TANK WAGONS LINED WITH WHITE EPOXY MATERIAL.
VEHICLES CONCERNED ARE ATWF 1735,2583,2584,2585,
2586,2587,2589,2590,2591,2592. (PTR002)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.10.1991 Repair ‘TANK WAG. TANK COMPLETE’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘TANK WAG. TANK COMPLETE’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1992 Repair ‘BRAKE CONTROL PIPE’.
04.05.1992 Repair ‘BRAKE LEVER’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘BRANCH PIPE’.
04.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.05.1992 Repair ‘LADDER’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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04.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1992 Repair ‘UNDERFRAME COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘VEHICLE COMPLETE’.
06.05.1992 Repair ‘VEHICLE STENCILS’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
08.03.1993 Repair ‘TANK WAG. TANK COMPLETE’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BOGIE COMPLETE’.
11.12.1993 Repair ‘BRAKE LEVER’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1993 Repair ‘HANDRAILS END’.
11.12.1993 Repair ‘SIDE BEARER’.
11.12.1993 Repair ‘STANCHION’.
11.12.1993 Repair ‘STEP’.
11.12.1993 Repair ‘TRAIN PIPE (END)’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.

ATWF 2587

Details: wagon ‘ATWF 2587 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 19.02.1974
Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.03.1993
Last Brake Cylinder: 15.03.1993
Last Single Car Test: 02.11.1989
Last Lift: 10.11.1986
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12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BODY COMPLETE’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
25.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Repair ‘SIDE COMPLETE’.
06.12.1989 Repair ‘STEP’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘TANK WAG. TANK COMPLETE’.
13.02.1990 Repair ‘TRAIN PIPE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘STEP’.
20.04.1990 Alteration ‘INSPECT ON A 3 MONTHY BASIS AND SEND REPORT OF

INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA FOR TEN ATWF
TANK WAGONS LINED WITH WHITE EPOXY MATERIAL. VEHICLES
CONCERNED ARE ATWF 1735,2583,2584,2585, 2586,2587,2589,2590,2591,2592.
(PTR002)’.

18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘TANK WAG. TANK COMPLETE’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1993 Repair ‘TANK WAG. TANK COMPLETE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

ATWF 2588

Details: wagon ‘ATWF 2588 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 26.02.1974
Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
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BSG Code: DSTW

Capacity of 54500 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.10.1991
Last Brake Cylinder: 16.11.1990
Last Single Car Test: 16.11.1990
Last Lift: 16.07.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
09.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
09.11.1990 Repair ‘VEHICLE STENCILS’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.

ATWF 2589

Details: wagon ‘ATWF 2589 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 22.02.1974
Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 18.11.1992
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 23.11.1992
Last Lift: 06.11.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.
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29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘TANK WAG. TANK COMPLETE’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1990 Alteration ‘INSPECT ON A 3 MONTHY BASIS AND SEND REPORT OF

INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA FOR TEN ATWF
TANK WAGONS LINED WITH WHITE EPOXY MATERIAL. VEHICLES
CONCERNED ARE ATWF 1735,2583,2584,2585, 2586,2587,2589,2590,2591,2592.
(PTR002)’.

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BRANCH PIPE’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1990 Repair ‘STEP’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE BEARINGS’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1992 Repair ‘BRAKE PULL ROD’.
18.11.1992 Repair ‘BRANCH PIPE’.
18.11.1992 Repair ‘ISOLATING COCK’.
18.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1992 Repair ‘SIDE BEARER’.
18.11.1992 Repair ‘TRAIN PIPE (END)’.
18.11.1992 Repair ‘TRAIN PIPE’.
18.11.1992 Repair ‘WHEEL SET’.

ATWF 2590

Details: wagon ‘ATWF 2590 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 13.02.1974
Operating System: AN
Intended Use: WATER

4559



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.07.1993
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 30.07.1991
Last Lift: 03.12.1979

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1990 Alteration ‘INSPECT ON A 3 MONTHY BASIS AND SEND REPORT OF

INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA FOR TEN ATWF
TANK WAGONS LINED WITH WHITE EPOXY MATERIAL. VEHICLES
CONCERNED ARE ATWF 1735,2583,2584,2585, 2586,2587,2589,2590,2591,2592.
(PTR002)’.

21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.

ATWF 2591

Details: wagon ‘ATWF 2591 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 14.02.1974
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Operating System: AN
Intended Use: WATER
Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 25.05.1992
Last Brake Cylinder: 05.05.1988
Last Single Car Test: 09.05.1989
Last Lift: 17.02.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
06.02.1990 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘END BRAKE COCK’.
06.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1990 Repair ‘TOP CENTRE PLATE’.
06.02.1990 Repair ‘TRAIN PIPE’.
20.04.1990 Alteration ‘INSPECT ON A 3 MONTHY BASIS AND SEND REPORT OF

INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA FOR TEN ATWF
TANK WAGONS LINED WITH WHITE EPOXY MATERIAL. VEHICLES
CONCERNED ARE ATWF 1735,2583,2584,2585, 2586,2587,2589,2590,2591,2592.
(PTR002)’.

13.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘HANDRAILS’.

ATWF 2592

Details: wagon ‘ATWF 2592 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8220
Diagram Book Page No.: NS 262
Date Built: 22.02.1974
Operating System: AN
Intended Use: WATER
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Remarks: EX TL;CCE USE
BSG Code: DSTW

Capacity of 54500 litres

Fleet Grp Code: AH PZ PB
Last Brake Cylinder: 21.07.1988
Last Single Car Test: 28.12.1989
Last Lift: 27.05.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘VEHICLE RECLASSIFY’.
07.09.1989 Repair ‘VEHICLE STENCILS’.
07.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TL 2592 U’
06.12.1989 Repair ‘STEP’.
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘TRAIN PIPE (END)’.
20.04.1990 Alteration ‘INSPECT ON A 3 MONTHY BASIS AND SEND REPORT OF

INSPECTION TO ROLLINGSTOCK ENGINEER PORT AUGUSTA FOR TEN ATWF
TANK WAGONS LINED WITH WHITE EPOXY MATERIAL. VEHICLES
CONCERNED ARE ATWF 1735,2583,2584,2585, 2586,2587,2589,2590,2591,2592.
(PTR002)’.

ATWF 3180

Details: wagon ‘ATWF 3180 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 27.07.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.05.1993
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 26.05.1993
Last Lift: 02.08.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

14.09.1989 Repair ‘VEHICLE RECLASSIFY’.
14.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3180 W’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘TANK WAG.INTERNAL INSPECTION’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘STEP’.
06.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘BRAKE CONTROL PIPE’.

ATWF 3181

Details: wagon ‘ATWF 3181 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 27.07.1979
Operating System: AN
Intended Use: WATER
Remarks: CCE USE
BSG Code: DSTW

Capacity of 54000 litres
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Fleet Grp Code: AH PZ PB
Return to Service Date: 23.05.1991
Last Brake Cylinder: 27.09.1990
Last Single Car Test: 21.05.1991

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Repair ‘TANK WAG. SKIRTING’.
26.09.1990 Repair ‘VEHICLE RECLASSIFY’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
26.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3181 X’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BRANCH PIPE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Repair ‘VEHICLE STENCILS’.

ATWF 3182

Details: wagon ‘ATWF 3182 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 01.10.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.02.1991
Last Brake Cylinder: 13.12.1990
Last Single Car Test: 11.06.1991

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘VEHICLE STENCILS’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

4564



2.169. Wagon classification starting with ‘ATW’

10.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.

ATWF 3183

Details: wagon ‘ATWF 3183 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 08.08.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN:CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 08.09.1995
Last Brake Cylinder: 09.12.1993
Last Single Car Test: 09.12.1993
Last Lift: 02.06.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Repair ‘BRAKE BLOCK RB95’.
12.06.1990 Repair ‘BRAKE PULL ROD’.
12.06.1990 Repair ‘BRANCH PIPE’.
12.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3183 D’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Repair ‘TANK WAG. TANK COMPLETE’.
20.02.1991 Repair ‘VEHICLE STENCILS’.
12.07.1991 Repair ‘STEP’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
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15.11.1991 Repair ‘BRANCH PIPE’.
15.11.1991 Repair ‘CARD OR CLIP HOLDER’.
15.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1991 Repair ‘SIDE BEARER’.
15.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1992 Repair ‘BOGIE COMPLETE’.
29.06.1992 Repair ‘VEHICLE COMPLETE’.
29.06.1992 Repair ‘VEHICLE STENCILS’.
28.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BRANCH PIPE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.

ATWF 3184

Details: wagon ‘ATWF 3184 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 14.08.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.10.1992
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991
Last Lift: 16.11.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.
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24.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3184 M’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BRANCH PIPE’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3184 M’
29.01.1991 Repair ‘VEHICLE RECLASSIFY’.
29.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3184 M’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
23.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1992 Repair ‘LADDER’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRANCH PIPE’.
26.10.1992 Repair ‘HOSE FITTINGS’.

ATWF 3185

Details: wagon ‘ATWF 3185 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 14.08.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 25.10.1993
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 09.09.1993
Last Lift: 09.04.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.
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28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1991 Repair ‘VEHICLE RECLASSIFY’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3185 V’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE CONTROL PIPE’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1991 Repair ‘BOGIE BEARINGS’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Repair ‘HANDRAILS END’.

ATWF 3186

Details: wagon ‘ATWF 3186 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 01.10.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 10.12.1993
Last Brake Cylinder: 27.09.1990
Last Single Car Test: 13.12.1993
Last Lift: 01.11.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BODY COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘BRAKE PULL ROD’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
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26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1993 Repair ‘BRAKE CONTROL PIPE’.
10.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

ATWF 3187

Details: wagon ‘ATWF 3187 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 28.08.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.07.1993
Last Brake Cylinder: 22.09.1992
Last Single Car Test: 22.09.1992
Last Lift: 01.12.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRANCH PIPE’.
19.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3187 Q’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3187 Q’
27.11.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3187 Q’
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18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
18.12.1990 Repair ‘VEHICLE RECLASSIFY’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3187 Q’
23.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘SIDE BEARER’.
15.09.1992 Repair ‘TRAIN PIPE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.

ATWF 3188

Details: wagon ‘ATWF 3188 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 08.08.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 23.04.1992
Due Triple Valve: 01.08.1989
Last Brake Cylinder: 27.12.1990
Last Single Car Test: 27.04.1992
Last Lift: 29.06.1987

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘HANDRAILS END’.
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08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘TN 3188 C’

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE PULL ROD’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3188 C’
17.12.1990 Repair ‘VEHICLE RECLASSIFY’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3188 C’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
09.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1992 Repair ‘END BRAKE COCK’.
23.04.1992 Repair ‘TRAIN PIPE (END)’.

ATWF 3189

Details: wagon ‘ATWF 3189 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 28.08.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.04.1994
Last Triple Valve: 07.03.1988
Last Brake Cylinder: 04.12.1990
Last Single Car Test: 22.11.1993
Last Lift: 26.11.1982
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12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

02.11.1989 Repair ‘VEHICLE RECLASSIFY’.
02.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TN 3189 L’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘TRAIN PIPE’.
12.06.1990 Repair ‘HANDRAILS END’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.11.1993 Repair ‘TRAIN PIPE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.

ATWF 3190

Details: wagon ‘ATWF 3190 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 15.10.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres
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Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1991
Due Triple Valve: 03.12.1991
Last Brake Cylinder: 03.12.1990
Last Single Car Test: 22.11.1990
Last Lift: 13.12.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1990 Repair ‘BRAKE LEVER’.
08.03.1990 Repair ‘BRAKE PULL ROD’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1991 Repair ‘BOGIE BEARINGS’.
14.11.1991 Repair ‘STEP’.

ATWF 3191

Details: wagon ‘ATWF 3191 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 15.10.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 30.01.1996
Last Brake Cylinder: 11.07.1988
Last Single Car Test: 11.04.1994
Last Lift: 01.12.1982
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12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘END HOSE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘STEP’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Repair ‘VEHICLE RECLASSIFY’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3191 Q’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE BLOCK OTHER’.
12.07.1990 Repair ‘BRAKE PIN’.
12.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3191 Q’
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘STEP’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

ATWF 3192

Details: wagon ‘ATWF 3192 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 03.10.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.10.1993
Last Triple Valve: 02.06.1988
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991
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12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK OTHER’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
03.08.1989 Repair ‘TRAIN PIPE’.
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BODY COMPLETE’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘VEHICLE STENCILS’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘TANK WAG. TANK COMPLETE’.
11.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Repair ‘CARD OR CLIP HOLDER’.
12.02.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
25.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1993 Repair ‘BRANCH PIPE’.

ATWF 3193

Details: wagon ‘ATWF 3193 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 03.10.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.01.1991
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991
Last Lift: 01.11.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.
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07.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.

ATWF 3194

Details: wagon ‘ATWF 3194 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $31890
Diagram Book Page No.: NS 264
Date Built: 26.09.1979
Operating System: AN
Intended Use: WATER
Remarks: EX TN;CCE USE
BSG Code: DSTW

Capacity of 54000 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 03.05.1994
Last Triple Valve: 31.10.1990
Last Brake Cylinder: 09.04.1991
Last Single Car Test: 13.01.1992
Last Lift: 22.11.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BRAKE PULL ROD’.
30.10.1990 Repair ‘BRANCH PIPE’.
30.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.10.1990 Repair ‘EMPTY LOAD VALVE’.
30.10.1990 Repair ‘END BRAKE COCK’.
30.10.1990 Repair ‘END HOSE’.
30.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
30.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1990 Repair ‘RELAY VALVE’.
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30.10.1990 Repair ‘TRAIN PIPE (END)’.
30.10.1990 Repair ‘VEHICLE RECLASSIFY’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TN 3194 U’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Repair ‘VEHICLE STENCILS’.
20.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘TN 3194 U’
10.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRANCH PIPE’.
11.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Repair ‘END HOSE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.

ATWF 4802

Details: wagon ‘ATWF 4802 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-54
Date Built: 28.11.1929
Operating System: AN
Intended Use: WATER
Remarks: W/O 20.11.93
BSG Code: DSTW

Capacity of 40910 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.11.1993
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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10.11.1989 Repair ‘BRAKE PIN’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 4806

Details: wagon ‘ATWF 4806 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1820
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-56
Date Built: 06.12.1929
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.03.94
BSG Code: DSTW

Capacity of 40910 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.03.1994
Due Triple Valve: 12.06.1992
Last Triple Valve: 16.12.1988
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 12.06.1991
Last Lift: 05.07.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE BEARINGS’.
19.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘STEP’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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ATWF 4812

Details: wagon ‘ATWF 4812 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $1820
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-56
Date Built: 12.12.1929
Operating System: AN
Intended Use: WATER
Remarks: W/O 09.04.94
BSG Code: DSTW

Capacity of 40910 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 09.04.1994
Due Triple Valve: 17.11.1990
Last Brake Cylinder: 17.11.1989
Last Single Car Test: 18.11.1988
Last Lift: 24.11.1971

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.11.1989 Repair ‘HANDBRAKE HANDLE’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4812 L’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4812 L’
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 4814

Details: wagon ‘ATWF 4814 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 11m
Tare Weight: 19.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1820
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-56
Date Built: 13.01.1930
Operating System: AN
Intended Use: WATER
Remarks: W/O 20.11.93
BSG Code: DSTW

Capacity of 40910 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.11.1993
Due Triple Valve: 02.04.1994
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993
Last Lift: 25.11.1971

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.06.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
22.11.1990 Repair ‘SIDE BOARDS’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 4816

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Repair ‘WEAR PLATES & SADDLES’.
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25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 4817

12.10.1988 Alteration complete ‘RECLASSIFY ‘TW’ TO ‘ATWA’ - REFER RS4237.
(RS3087)’. New class: ‘ATWF’.

15.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1990 Repair ‘DRAFT GEAR POCKET’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4817 K’
21.02.1992 Repair ‘VEHICLE RECLASSIFY’.
21.02.1992 Issued at location ‘Stirling North’ with a previous code of wagon

‘TW 4817 K’
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BRAKE CONTROL PIPE’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘HOSE FITTINGS’.
13.05.1992 Repair ‘NYLON HOSE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.

ATWF 4819

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘HANDBRAKE HANDLE’.
09.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1989 Repair ‘STEP’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
24.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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25.03.1993 Repair ‘VEHICLE STENCILS’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 4822

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

15.11.1989 Repair ‘BRAKE PIN’.
15.11.1989 Repair ‘BRANCH PIPE’.
15.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘STEP’.
15.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4822 T’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4822 T’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1993 Repair ‘VEHICLE STENCILS’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 4827

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

02.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1989 Repair ‘BOGIE SPRING’.
02.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4827 S’
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4827 S’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4827 S’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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25.03.1993 Repair ‘VEHICLE STENCILS’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1993 Repair ‘VEHICLE STENCILS’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ATWF 4830

Details: wagon ‘ATWF 4830 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2420
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-56
Date Built: 18.11.1943
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.03.94
BSG Code: DSTW

Capacity of 40910 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.03.1994
Due Triple Valve: 31.10.1991
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 19.09.1990
Last Lift: 01.11.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BODY COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘VEHICLE STENCILS’.
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07.09.1989 Repair ‘VEHICLE COMPLETE’.
20.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE PULL ROD’.
18.09.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
11.10.1990 Repair ‘VEHICLE STENCILS’.
14.11.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 4831

Details: wagon ‘ATWF 4831 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2430
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-56
Date Built: 25.11.1943
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.02.94
BSG Code: DSTW

Capacity of 40910 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 12.02.1994
Due Triple Valve: 05.12.1991
Last Brake Cylinder: 05.12.1990
Last Single Car Test: 05.12.1990
Last Lift: 18.08.1977

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘TW 4831 S’
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30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.11.1989 Repair ‘HANDBRAKE HANDLE’.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘STEP’.
30.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘TW 4831 S’
12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
22.11.1990 Repair ‘BODY COMPLETE’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘END BRAKE COCK’.
23.11.1990 Repair ‘TRAIN PIPE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘TANK WAG.INTERNAL INSPECTION’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 4832

Details: wagon ‘ATWF 4832 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $3030
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB T-55
Date Built: 01.01.1924
Operating System: AN
Intended Use: WATER
Remarks: W/O 12.02.94
BSG Code: DSTW

Capacity of 40910 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.02.1994
Due Triple Valve: 13.03.1992
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991
Last Lift: 05.06.1963
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12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE PULL ROD’.
18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘TANK WAG. TANK COMPLETE’.
11.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ATWF 4841

12.10.1988 Alteration complete ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’,
‘STW’, STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BODY COMPLETE’.
10.07.1989 Repair ‘BRANCH PIPE’.
10.07.1989 Repair ‘VEHICLE STENCILS’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘HANDRAILS END’.
22.10.1991 Repair ‘STEP’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.08.1993 Repair ‘BRAKE CONTROL PIPE’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.170 Wagon classification starting with ‘ATZ’

ATZF 503

Details: wagon ‘ATZF 503 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-15
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATZY;CCE USE
BSG Code: DSTP
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2.170. Wagon classification starting with ‘ATZ’

Capacity of 24550 litres

Fleet Grp Code: PZ PB AH
Return to Service Date: 02.08.1993
Due Triple Valve: 12.08.1994
Last Brake Cylinder: 11.07.1991
Last Single Car Test: 12.08.1993
Last Lift: 20.03.1984

06.05.1987 Alteration complete ‘PLACE ATZL 503 & 505 ON STANDARD GAUGE 30
TONNE BOGIES ‘ASRA’ FLUSH OUT AND RETEST. BRAND EACH SIDE ‘DIESEL
FUEL:STRAIT PROJECT’. SUPPLY TO WELDING SUPERVISOR (CIVIL) AT FBWD,
PT. AUGUSTA. RECLASSIFY TO ATZY 503-F, 505-A. ATZL 503 & 505. (RS4198)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Repair ‘VEHICLE STENCILS’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.06.1992 Repair ‘VEHICLE STENCILS’.
07.12.1992 Repair ‘SIDE BOARDS’.
07.12.1992 Repair ‘SIDE BOARDS’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.04.1993 Repair ‘VEHICLE STENCILS’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.08.1993 Repair ‘VEHICLE STENCILS’.

ATZF 505

Details: wagon ‘ATZF 505 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-15
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATZY;CCE USE
BSG Code: DSTP

Capacity of 24550 litres

Fleet Grp Code: PZ PB AH
Return to Service Date: 09.12.1988
Last Lift: 29.10.1985

06.05.1987 Alteration complete ‘PLACE ATZL 503 & 505 ON STANDARD GAUGE 30
TONNE BOGIES ‘ASRA’ FLUSH OUT AND RETEST. BRAND EACH SIDE ‘DIESEL
FUEL:STRAIT PROJECT’. SUPPLY TO WELDING SUPERVISOR (CIVIL) AT FBWD,
PT. AUGUSTA. RECLASSIFY TO ATZY 503-F, 505-A. ATZL 503 & 505. (RS4198)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

ATZL 501

Details: wagon ‘ATZL 501 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-15
Date Built: 01.01.1942
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX STZC;CCE USE
BSG Code: DXTP

Capacity of 24550 litres
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2.170. Wagon classification starting with ‘ATZ’

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.03.1995
Due Triple Valve: 14.10.1994
Last Brake Cylinder: 14.10.1993
Last Single Car Test: 14.10.1993
Last Lift: 12.03.1985

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRANCH PIPE’.
23.07.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.04.1992 Repair ‘VEHICLE STENCILS’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.10.1993 Repair ‘VEHICLE STENCILS’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.

ATZL 503

04.06.1987 Reclassified from wagon ‘ATZL 503 W’ to ’ wagon ‘ATZF 503 V’.

ATZL 505

29.05.1987 Reclassified from wagon ‘ATZL 505 R’ to ’ wagon ‘ATZF 505 Q’.

ATZY 503

16.11.1987 Reclassified from wagon ‘ATZY 503 F’ to ’ wagon ‘ATZF 503 V’.

4589



2. TIMS GROUP INFORMATION - WAGONS

ATZY 505

09.12.1987 Reclassified from wagon ‘ATZY 505 A’ to ’ wagon ‘ATZF 505 Q’.

2.171 Wagon classification starting with ‘AV’

AV 2

Details: wagon ‘AV 2 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 15m
Tare Weight: 25.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $15330
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-22
Date Built: 01.01.1961
Operating System: AN
Intended Use: GENERAL
Remarks: DINING & EQUIP. VAN;TAILEM BEND
BSG Code: DBZZ

Capacity of 16 dining

Fleet Grp Code: AH PD PZ

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

AV 3

Details: wagon ‘AV 3 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 15m
Tare Weight: 25.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $15330
Run Restriction: Trailing Load Restricted‘
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2.172. Wagon classification starting with ‘AVA’

Diagram Book Page No.: CB D-22
Date Built: 01.01.1961
Operating System: AN
Intended Use: GENERAL
Remarks: DINING & EQUIP. VAN;MILE END ACC. TRAIN
BSG Code: DBZZ

Capacity of 16 dining

Fleet Grp Code: AH PZ PD
Return to Service Date: 09.09.1987
Due Triple Valve: 01.09.1988

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

2.172 Wagon classification starting with ‘AVA’

AVAP 16

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

15.06.1990 Repair ‘VEHICLE RECLASSIFY’.
15.06.1990 Issued at location ‘Mount gambier’ with a previous code of wagon

‘AVAY 16 D’
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAP 20

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

13.11.1989 Repair ‘VEHICLE COMPLETE’.
04.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1989 Repair ‘STRIKING CASTING’.
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.05.1994 Repair ‘VEHICLE SOLD’.

AVAP 25

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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AVAP 29

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BRANCH PIPE’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAP 32

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

04.12.1989 Repair ‘END BRAKE COCK’.
04.12.1989 Repair ‘TRAIN PIPE (END)’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAP 40

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘END BRAKE COCK’.
29.08.1989 Repair ‘END HOSE’.
24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1990 Repair ‘VEHICLE SOLD’.

AVAP 43

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

18.09.1990 Repair ‘END HOSE’.
20.02.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘STEP’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Repair ‘WINDOWS (PASS.)’.
07.10.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.11.1993 Repair ‘VEHICLE SOLD’.
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2.172. Wagon classification starting with ‘AVA’

AVAP 48

07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE
HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

AVAP 60

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.09.1989 Repair ‘HANDRAILS END’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘BRAKE LEVER’.
21.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Repair ‘BODY COMPLETE’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.09.1990 Repair ‘VEHICLE SOLD’.

AVAP 69

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

19.09.1989 Repair ‘HANDRAILS END’.
19.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AVAY 69 B’
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AVAY 69 B’
11.12.1989 Repair ‘BOGIE BOLSTER’.
11.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AVAY 69 B’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BOLSTER’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AVAY 69 B’
27.12.1989 Repair ‘END HOSE’.
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27.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AVAY 69 B’

02.01.1990 Repair ‘STEP’.
02.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AVAY 69 B’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘BRAKE CONTROL PIPE’.
06.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.02.1990 Repair ‘END BRAKE COCK’.
06.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE RECLASSIFY’.
06.02.1990 Repair ‘VEHICLE STENCILS’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AVAY 69 B’
22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.05.1994 Repair ‘VEHICLE SOLD’.

AVAP 76

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘DOOR COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.07.1993 Repair ‘VEHICLE SOLD’.

AVAP 382

Details: wagon ‘AVAP 382 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-6
Date Built: 16.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;STORED PPI
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BSG Code: DSVZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PJ
Return to Service Date: 27.08.1994
Last Lift: 24.12.1986

17.01.1980 Alteration complete ‘INSTALLATION OF GAS OPERATED REFRIGERATOR
‘ELECTROLUX’ MODEL RM-66. (04s80)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AVAY 382 V’
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVAP 387

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AVAY 387 U’
25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE SOLD’.

AVAP 396

Details: wagon ‘AVAP 396 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $39270
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-6
Date Built: 08.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 19.11.94
BSG Code: DSVZ
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Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PJ
Return to Service Date: 19.11.1994
Last Single Car Test: 30.04.1990
Last Lift: 15.04.1981

17.01.1980 Alteration complete ‘INSTALLATION OF GAS OPERATED REFRIGERATOR
‘ELECTROLUX’ MODEL RM-66. (04s80)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE SIDEFRAME’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘END HOSE’.
01.07.1990 Repair ‘END HOSE’.
25.02.1991 Repair ‘END HOSE’.
11.09.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVAP 398

12.06.1991 Reclassified from wagon ‘AVAP 398 B’ to ’ wagon ‘BVAN 8385 H’.

AVAP 402

Details: wagon ‘AVAP 402 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $35930
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
Date Built: 29.10.1971
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;STORED PPI
BSG Code: DSVZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PJ
Return to Service Date: 27.08.1994
Last Lift: 01.10.1982

14.07.1983 Alteration complete ‘CONVERT FOUR AVAY CLASS BRAKE VANS FROM
1600MM GUAGE TO 1435MM GUAGE BY MODIFYING THREE SETS OF
1600MM GUAGE BOGIES AT ISLINGTON AND UTILISING ONE SET OF
OVERHAULED BOGIES AT PETERBOROUGH. (C2028)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVAY TO AVAP - REFER RS4231
(RS3058)’. New class: ‘AVAP’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AVAY 402 K’
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVAP 403

Details: wagon ‘AVAP 403 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $35930
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
Date Built: 17.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;BRAKE VAN
BSG Code: DSVZ

Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PJ
Return to Service Date: 02.09.1988
Last Lift: 24.08.1976
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14.07.1983 Alteration complete ‘CONVERT FOUR AVAY CLASS BRAKE VANS FROM
1600MM GUAGE TO 1435MM GUAGE BY MODIFYING THREE SETS OF
1600MM GUAGE BOGIES AT ISLINGTON AND UTILISING ONE SET OF
OVERHAULED BOGIES AT PETERBOROUGH. (C2028)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AVAY 1

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

25.07.1990 Repair ‘VEHICLE SOLD’.

AVAY 5

19.03.1991 Reclassified from wagon ‘AVAY 5 J’ to ’ wagon ‘BVAN 8304 D’.

AVAY 7

19.03.1991 Reclassified from wagon ‘AVAY 7 E’ to ’ wagon ‘BVAN 8306 V’.

AVAY 10

Details: wagon ‘AVAY 10 S’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $10990
Run Restriction: Not to run in Victoria‘
Diagram Book Page No.: CB B-4
Date Built: 20.06.1947
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 19.10.85;SOLD TO ARHS 15.05.86
BSG Code: BBSB

4598



2.172. Wagon classification starting with ‘AVA’

Capacity of 10 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 15.05.1986
Last Lift: 12.07.1982

AVAY 16

15.06.1990 Reclassified from wagon ‘AVAY 16 D’ to ’ wagon ‘AVAP 16 N’.

AVAY 18

06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAY 19

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAY 20

29.06.1988 Reclassified from wagon ‘AVAY 20 D’ to ’ wagon ‘AVAP 20 N’.

AVAY 25

01.07.1988 Reclassified from wagon ‘AVAY 25 C’ to ’ wagon ‘AVAP 25 M’.

AVAY 29

23.04.1988 Reclassified from wagon ‘AVAY 29 P’ to ’ wagon ‘AVAP 29 C’.

AVAY 31

09.09.1988 Reclassified from wagon ‘AVAY 31 U’ to ’ wagon ‘AZXP 31 P’.

AVAY 32

13.07.1988 Reclassified from wagon ‘AVAY 32 G’ to ’ wagon ‘AVAP 32 Q’.

AVAY 35

09.09.1988 Reclassified from wagon ‘AVAY 35 K’ to ’ wagon ‘AZXP 35 F’.

AVAY 37

19.03.1991 Reclassified from wagon ‘AVAY 37 F’ to ’ wagon ‘BVAN 8336 W’.

4599



2. TIMS GROUP INFORMATION - WAGONS

AVAY 38

09.09.1988 Reclassified from wagon ‘AVAY 38 Y’ to ’ wagon ‘AZXP 38 J’.

AVAY 40

22.12.1988 Reclassified from wagon ‘AVAY 40 T’ to ’ wagon ‘AVAP 40 G’.

AVAY 42

09.09.1988 Reclassified from wagon ‘AVAY 42 Y’ to ’ wagon ‘AZXP 42 J’.

AVAY 43

12.07.1988 Reclassified from wagon ‘AVAY 43 A’ to ’ wagon ‘AVAP 43 K’.

AVAY 45

09.09.1988 Reclassified from wagon ‘AVAY 45 S’ to ’ wagon ‘AZXP 45 N’.

AVAY 48

01.02.1988 Reclassified from wagon ‘AVAY 48 W’ to ’ wagon ‘AVAP 48 J’.
02.02.1988 Reclassified from wagon ‘AVAY 48 W’ to ’ wagon ‘AZXP 48 R’.

AVAY 55

09.09.1988 Reclassified from wagon ‘AVAY 55 D’ to ’ wagon ‘AZXP 55 V’.

AVAY 57

26.02.1987 Reclassified from wagon ‘AVAY 57 V’ to ’ wagon ‘AZXP 57 Q’.

AVAY 60

04.08.1987 Reclassified from wagon ‘AVAY 60 M’ to ’ wagon ‘AVAP 60 W’.

AVAY 62

02.02.1988 Reclassified from wagon ‘AVAY 62 H’ to ’ wagon ‘AZXP 62 C’.

AVAY 63

06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAY 65

09.09.1988 Reclassified from wagon ‘AVAY 65 L’ to ’ wagon ‘AZXP 65 G’.
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AVAY 66

06.04.1987 Reclassified from wagon ‘AVAY 66 U’ to ’ wagon ‘ABLP 1 W’.

AVAY 69

06.02.1990 Reclassified from wagon ‘AVAY 69 B’ to ’ wagon ‘AVAP 69 L’.

AVAY 76

26.03.1988 Reclassified from wagon ‘AVAY 76 F’ to ’ wagon ‘AVAP 76 P’.

AVAY 77

06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVAY 78

07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE
HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

AVAY 380

08.01.1988 Reclassified from wagon ‘AVAY 380 D’ to ’ wagon ‘AZXP 380 V’.

AVAY 382

13.06.1990 Reclassified from wagon ‘AVAY 382 V’ to ’ wagon ‘AVAP 382 X’.

AVAY 383

17.01.1980 Alteration complete ‘INSTALLATION OF GAS OPERATED REFRIGERATOR
‘ELECTROLUX’ MODEL RM-66. (04s80)’.

AVAY 384

17.01.1980 Alteration complete ‘INSTALLATION OF GAS OPERATED REFRIGERATOR
‘ELECTROLUX’ MODEL RM-66. (04s80)’.

AVAY 385

17.01.1980 Alteration complete ‘INSTALLATION OF GAS OPERATED REFRIGERATOR
‘ELECTROLUX’ MODEL RM-66. (04s80)’.

AVAY 386

21.05.1987 Reclassified from wagon ‘AVAY 386 L’ to ’ wagon ‘ABLP 386 Y’.
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AVAY 387

22.06.1990 Reclassified from wagon ‘AVAY 387 U’ to ’ wagon ‘AVAP 387 H’.

AVAY 396

29.08.1988 Reclassified from wagon ‘AVAY 396 T’ to ’ wagon ‘AVAP 396 G’.

AVAY 401

09.02.1987 Reclassified from wagon ‘AVAY 401 B’ to ’ wagon ‘ABLP 401 E’.

AVAY 402

13.06.1990 Reclassified from wagon ‘AVAY 402 K’ to ’ wagon ‘AVAP 402 U’.

AVAY 403

06.11.1987 Reclassified from wagon ‘AVAY 403 T’ to ’ wagon ‘AVAP 403 G’.

AVAY 404

21.05.1987 Reclassified from wagon ‘AVAY 404 F’ to ’ wagon ‘ABLP 404 X’.

2.173 Wagon classification starting with ‘AVB’

AVBP 1

15.01.1988 Alteration complete ‘RECLASSIFY AVBY TO AVBP - REFER RS4231
(RS3059)’. New class: ‘AVBP’.

24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘WHEEL SET’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AVBY 1 W’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘BRANCH PIPE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘WHEEL SET’.
19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVBP 3

15.01.1988 Alteration complete ‘RECLASSIFY AVBY TO AVBP - REFER RS4231
(RS3059)’. New class: ‘AVBP’.

06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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06.01.1992 Repair ‘STEP’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Repair ‘DOOR OPENING MECHANISM’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AVBP 7

15.01.1988 Alteration complete ‘RECLASSIFY AVBY TO AVBP - REFER RS4231
(RS3059)’. New class: ‘AVBP’.

12.12.1989 Repair ‘HANDRAILS END’.
12.12.1989 Repair ‘STEP’.
12.12.1989 Repair ‘STEP’.
12.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.09.1990 Repair ‘VEHICLE SOLD’.

AVBY 1

24.10.1989 Reclassified from wagon ‘AVBY 1 W’ to ’ wagon ‘AVBP 1 J’.

AVBY 2

19.03.1991 Reclassified from wagon ‘AVBY 2 X’ to ’ wagon ‘CGP 2 Y’.

AVBY 3

09.08.1988 Reclassified from wagon ‘AVBY 3 R’ to ’ wagon ‘AVBP 3 E’.

AVBY 4

06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AVBY 5

Details: wagon ‘AVBY 5 M’ in AN ‘Mainland Division’.

Owner: TTP
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $28360
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-8
Date Built: 26.07.1966
Operating System: TRAIN TOUR PROMOTION
Intended Use: GENERAL
Remarks: W/O 02.04.88;SOLD TO TTP 17.11.88
BSG Code: SBVZ

Capacity of 10 tonnes

Fleet Grp Code: AH
Return to Service Date: 01.12.1993
Due Triple Valve: 01.01.1988
Last Lift: 25.07.1979

01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BEARERS’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVBY 6

19.03.1991 Reclassified from wagon ‘AVBY 6 V’ to ’ wagon ‘CGP 6 E’.

AVBY 7

09.06.1988 Reclassified from wagon ‘AVBY 7 H’ to ’ wagon ‘AVBP 7 R’.

2.174 Wagon classification starting with ‘AVC’

AVCP 2

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

07.12.1992 Repair ‘VEHICLE RECLASSIFY’.
07.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 2 L’
19.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 3

Details: wagon ‘AVCP 3 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 21m
Tare Weight: 39.4tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $51140
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-7
Date Built: 10.06.1965
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 01.08.92
BSG Code: DBVZ

Capacity of 25 tonnes

Fleet Grp Code: AH
Return to Service Date: 01.08.1992
Last Lift: 26.11.1979

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 3 U’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVCP 5

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 5 P’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 6

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 6 B’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 7

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.
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09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 7 K’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 8

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 8 T’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 9

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 9 F’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 378

15.04.1981 Alteration complete ‘FITTING MARKER LIGHTS. (04s81)’.
15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231

(RS3060)’. New class: ‘AVCP’.
09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 378 E’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 379

15.04.1981 Alteration complete ‘FITTING MARKER LIGHTS. (04s81)’.
15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231

(RS3060)’. New class: ‘AVCP’.
13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AVCY 379 N’
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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AVCP 389

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 389 V’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.12.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCP 391

15.01.1988 Alteration complete ‘RECLASSIFY AVCY TO AVCP - REFER RS4231
(RS3060)’. New class: ‘AVCP’.

09.10.1991 Repair ‘VEHICLE RECLASSIFY’.
09.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 391 D’
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVCY 1

Details: wagon ‘AVCY 1 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 21m
Tare Weight: 39.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $51140
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-7
Date Built: 18.06.1965
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 10.11.90;STORED ISL. WORKS
BSG Code: DBVZ

Capacity of 25 tonnes

Fleet Grp Code: AH
Return to Service Date: 10.11.1990
Last Lift: 16.08.1979

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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AVCY 2

07.12.1992 Reclassified from wagon ‘AVCY 2 L’ to ’ wagon ‘AVCP 2 V’.

AVCY 3

09.10.1991 Reclassified from wagon ‘AVCY 3 U’ to ’ wagon ‘AVCP 3 H’.

AVCY 5

09.10.1991 Reclassified from wagon ‘AVCY 5 P’ to ’ wagon ‘AVCP 5 C’.

AVCY 6

09.10.1991 Reclassified from wagon ‘AVCY 6 B’ to ’ wagon ‘AVCP 6 L’.

AVCY 7

09.10.1991 Reclassified from wagon ‘AVCY 7 K’ to ’ wagon ‘AVCP 7 U’.

AVCY 8

09.10.1991 Reclassified from wagon ‘AVCY 8 T’ to ’ wagon ‘AVCP 8 G’.

AVCY 9

09.10.1991 Reclassified from wagon ‘AVCY 9 F’ to ’ wagon ‘AVCP 9 P’.

AVCY 378

09.10.1991 Reclassified from wagon ‘AVCY 378 E’ to ’ wagon ‘AVCP 378 Y’.

AVCY 379

13.06.1990 Reclassified from wagon ‘AVCY 379 N’ to ’ wagon ‘AVCP 379 A’.

AVCY 389

09.10.1991 Reclassified from wagon ‘AVCY 389 V’ to ’ wagon ‘AVCP 389 X’.

AVCY 391

09.10.1991 Reclassified from wagon ‘AVCY 391 D’ to ’ wagon ‘AVCP 391 N’.

AVCY 392

14.02.1990 Reclassified from wagon ‘AVCY 392 M’ to ’ wagon ‘OWR 392 T’.
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2.175 Wagon classification starting with ‘AVD’

AVDP 118

Details: wagon ‘AVDP 118 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $48900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 01.06.1961
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKEVAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PJ
Return to Service Date: 13.08.1993
Due Triple Valve: 26.07.1991
Last Single Car Test: 16.08.1993
Last Lift: 11.12.1985

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.
(02s83)’.

17.03.1983 Alteration complete ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT
SIDE DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185
186 187 188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘BRANCH PIPE’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1990 Repair ‘WHEEL SET’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1990 Repair ‘COUPLER COMPLETE’.
24.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.07.1990 Repair ‘END COMPLETE’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1991 Repair ‘END BRAKE COCK’.
10.04.1991 Repair ‘BRANCH PIPE’.
28.06.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘END COMPLETE’.
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘END COMPLETE’.
22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE CONTROL PIPE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1993 Repair ‘BRAKE CONTROL PIPE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.

AVDP 120

Details: wagon ‘AVDP 120 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $48900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 17.05.1961
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKEVAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PB PZ
Return to Service Date: 26.02.1991
Last Triple Valve: 10.04.1991
Last Lift: 14.01.1982

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

22.11.1982 Alteration complete ‘FIT ELASTOMER DIAPHRAMS. (27s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration complete ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT

SIDE DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185
186 187 188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BATTERY CHARGER (PASS.)’.
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.02.1991 Repair ‘BRANCH PIPE’.

AVDP 121

Details: wagon ‘AVDP 121 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $48900
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 26.05.1961
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 05.06.93;STORED PPI
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PJ
Return to Service Date: 05.06.1993
Last Single Car Test: 21.11.1988
Last Lift: 01.10.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.
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21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVDP 122

Details: wagon ‘AVDP 122 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68780
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 28.01.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Corporate ID flag: Y
Fleet Grp Code: AH PZ PJ
Return to Service Date: 15.10.1993
Last Triple Valve: 27.11.1992
Last Single Car Test: 09.12.1992
Last Lift: 17.11.1982

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.
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21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.
(02s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1990 Repair ‘WHEEL SET’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1990 Repair ‘WEAR PLATES & SADDLES’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Repair ‘BRANCH PIPE’.
20.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1992 Repair ‘BODY COMPLETE’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘PARTITION’.
23.07.1993 Repair ‘DOOR COMPLETE’.
11.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.

AVDP 124

Details: wagon ‘AVDP 124 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68780
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 06.12.1963
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN.
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 07.12.1993
Last Triple Valve: 21.05.1991
Last Brake Cylinder: 02.11.1989
Last Single Car Test: 27.07.1988
Last Lift: 15.01.1986

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.
(02s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1989 Repair ‘BOGIE CLEARANCE’.
16.10.1989 Repair ‘END COMPLETE’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1990 Repair ‘WEAR PLATES & SADDLES’.
26.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BATTERY CHARGER (PASS.)’.
06.03.1991 Repair ‘BOGIE CLEARANCE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRANCH PIPE’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘ISOLATING COCK’.
06.03.1991 Repair ‘TRAIN PIPE’.
06.03.1991 Repair ‘WHEEL SET’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘CONCERTINA (PASS.)’.
15.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘COUPLER COMPLETE’.
19.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1992 Repair ‘DRAFT GEAR POCKET’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Repair ‘HANDRAILS’.
27.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

4616



2.175. Wagon classification starting with ‘AVD’

27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVDP 125

Details: wagon ‘AVDP 125 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68780
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 19.12.1963
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN.
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 02.06.1994
Last Brake Cylinder: 19.08.1992
Last Single Car Test: 08.07.1991
Last Lift: 08.06.1983

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT FOR
BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration ‘WINDOWS TO BE FITTED WITH FLYSCREENS. (16s81)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BATTERY BOX (PASS.)’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1990 Repair ‘BATTERY CHARGER (PASS.)’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1991 Repair ‘TRAIN PIPE’.
01.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRANCH PIPE’.
01.07.1991 Repair ‘BRANCH PIPE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1991 Repair ‘WEAR PLATES & SADDLES’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE (END)’.
12.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1993 Repair ‘BODY COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE PULL ROD’.
13.09.1993 Repair ‘BRANCH PIPE’.
13.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘BOGIE COMPLETE’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Repair ‘BODY COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE PULL ROD’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1994 Repair ‘END HOSE’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVDP 184

Details: wagon ‘AVDP 184 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 03.11.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 26.08.1996
Last Brake Cylinder: 31.08.1993
Last Single Car Test: 05.01.1994
Last Lift: 09.02.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
11.03.1983 Alteration complete ‘1. FITTING RE-INFORCED FLEXIBLE HOSE

BETWEEN L.P. GAS BOTTLES AND MANI FOLD. 2. FITTING RE-INFORCED
FLEXIBLE HOSE BETWEEN L.P. GAS OPERATED REFRIGE RATOR AND
INTERIOR GAS SUPPLY LINE. (05s83)’.

17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE
DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

4620



2.175. Wagon classification starting with ‘AVD’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘END COMPLETE’.
08.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1990 Repair ‘WHEEL SET’.
27.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BATTERY CHARGER (PASS.)’.
11.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1990 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1991 Repair ‘TRAIN PIPE’.
01.11.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘END HOSE’.
30.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
12.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Repair ‘BRAKE BLOCK RB95’.
16.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1992 Repair ‘BRAKE LEVER’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Repair ‘DOOR COMPLETE’.
10.03.1994 Repair ‘DOOR LOCK MECHANISM’.
10.03.1994 Repair ‘DOOR SLIDE RAIL’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

AVDP 185

Details: wagon ‘AVDP 185 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 17.11.1967
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 05.04.1994
Due Triple Valve: 09.06.1997
Last Triple Valve: 20.01.1994
Last Brake Cylinder: 05.03.1992
Last Single Car Test: 20.01.1994
Last Lift: 09.06.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
11.03.1983 Alteration complete ‘1. FITTING RE-INFORCED FLEXIBLE HOSE

BETWEEN L.P. GAS BOTTLES AND MANI FOLD. 2. FITTING RE-INFORCED
FLEXIBLE HOSE BETWEEN L.P. GAS OPERATED REFRIGE RATOR AND
INTERIOR GAS SUPPLY LINE. (05s83)’.

17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE
DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.07.1989 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BEARERS’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.05.1990 Repair ‘BRAKE LEVER’.
15.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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15.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1990 Repair ‘WEAR PLATES & SADDLES’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1991 Repair ‘END COMPLETE’.
18.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1991 Repair ‘TOP CENTRE PLATE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.07.1991 Repair ‘END COMPLETE’.
09.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1991 Repair ‘TOP CENTRE PLATE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE WEAR PLATES’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘END BRAKE COCK’.
13.09.1991 Repair ‘END HOSE’.
13.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE CLEARANCE’.
10.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1991 Repair ‘END COMPLETE’.
10.12.1991 Repair ‘END HOSE’.
10.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
10.12.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
10.12.1991 Repair ‘WHEEL SET’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘END COMPLETE’.
17.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BRAKE LEVER’.
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05.08.1992 Repair ‘END HOSE’.
05.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1992 Repair ‘BRAKE BLOCK RB95’.
23.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘END COMPLETE’.
06.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
26.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1993 Repair ‘END BRAKE COCK’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1994 Repair ‘WEAR PLATES & SADDLES’.
11.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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AVDP 186

Details: wagon ‘AVDP 186 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 14.12.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 02.06.1994
Last Brake Cylinder: 22.05.1991
Last Single Car Test: 02.06.1994
Last Lift: 02.11.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
11.03.1983 Alteration complete ‘1. FITTING RE-INFORCED FLEXIBLE HOSE

BETWEEN L.P. GAS BOTTLES AND MANI FOLD. 2. FITTING RE-INFORCED
FLEXIBLE HOSE BETWEEN L.P. GAS OPERATED REFRIGE RATOR AND
INTERIOR GAS SUPPLY LINE. (05s83)’.

17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE
DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
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PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘CONCERTINA (PASS.)’.
27.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘DOOR COMPLETE’.
08.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Repair ‘END BRAKE COCK’.
11.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE CLEARANCE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘END COMPLETE’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1990 Repair ‘WHEEL SET’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BOLSTER’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘END COMPLETE’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘WEAR PLATES & SADDLES’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1991 Repair ‘END COMPLETE’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘AXLEBOX’.
30.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘END COMPLETE’.
30.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1992 Repair ‘BRANCH PIPE’.
24.07.1992 Repair ‘END HOSE’.
24.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
24.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1993 Repair ‘END BRAKE COCK’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘BRAKE LEVER’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1993 Repair ‘BOGIE CLEARANCE’.
06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1993 Repair ‘WEAR PLATES & SADDLES’.
21.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.02.1994 Repair ‘END COMPLETE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.03.1994 Repair ‘END COMPLETE’.
08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘DOOR COMPLETE’.
02.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVDP 187

Details: wagon ‘AVDP 187 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 13.12.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PF
Return to Service Date: 29.07.1996
Due Triple Valve: 08.07.1997
Last Single Car Test: 18.03.1994
Last Lift: 16.09.1982

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.
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18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
11.03.1983 Alteration complete ‘1. FITTING RE-INFORCED FLEXIBLE HOSE

BETWEEN L.P. GAS BOTTLES AND MANI FOLD. 2. FITTING RE-INFORCED
FLEXIBLE HOSE BETWEEN L.P. GAS OPERATED REFRIGE RATOR AND
INTERIOR GAS SUPPLY LINE. (05s83)’.

17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE
DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘END COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1994 Repair ‘BODY COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1994 Repair ‘BRAKE LEVER’.
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

AVDP 188

Details: wagon ‘AVDP 188 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 27.11.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 27.04.1994
Due Triple Valve: 23.01.1997
Last Triple Valve: 06.07.1992
Last Brake Cylinder: 22.05.1991
Last Single Car Test: 30.09.1993
Last Lift: 24.04.1985
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration complete ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT

SIDE DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185
186 187 188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1989 Repair ‘WEAR PLATES & SADDLES’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
17.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BATTERY CHARGER (PASS.)’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘WEAR PLATES & SADDLES’.
05.06.1990 Repair ‘BATTERY CHARGER (PASS.)’.
21.09.1990 Repair ‘WHEEL SET’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

4632



2.175. Wagon classification starting with ‘AVD’

20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.09.1991 Repair ‘END COMPLETE’.
20.09.1991 Repair ‘END HOSE’.
20.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1991 Repair ‘WEAR PLATES & SADDLES’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE SPRING’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1992 Repair ‘END COMPLETE’.
14.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.06.1992 Repair ‘BOGIE CLEARANCE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.06.1992 Repair ‘COUPLER COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1992 Repair ‘WHEEL SET’.
30.06.1992 Repair ‘YOKE COMPLETE’.
30.06.1992 Repair ‘YOKE PIN’.
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘BRAKE LEVER’.
12.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘DOOR COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1993 Repair ‘BOGIE COMPLETE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Repair ‘BOGIE CONVERTED BROAD TO STANDARD’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1994 Repair ‘BOGIE COMPLETE’.
11.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVDP 189

Details: wagon ‘AVDP 189 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 17.01.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew
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Fleet Grp Code: PZ AH PF
Return to Service Date: 04.05.1994
Last Triple Valve: 23.11.1992
Last Single Car Test: 21.11.1988
Last Lift: 28.02.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration ‘WINDOWS TO BE FITTED WITH FLYSCREENS. (16s81)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE

DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1991 Repair ‘CONCERTINA (PASS.)’.
21.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘END HOSE’.
10.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
30.01.1992 Repair ‘WHEEL SET’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BEARERS’.
20.11.1992 Repair ‘BOGIE CLEARANCE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1992 Repair ‘END COMPLETE’.
20.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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20.11.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
20.11.1992 Repair ‘WHEEL SET’.
20.11.1992 Repair ‘YOKE CARRIER’.
20.11.1992 Repair ‘YOKE PIN’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘END BRAKE COCK’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
20.12.1993 Repair ‘COUPLER COMPLETE’.
20.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1993 Repair ‘WEAR PLATES & SADDLES’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.02.1994 Repair ‘WEAR PLATES & SADDLES’.
18.02.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.05.1994 Repair ‘BOGIE COMPLETE’.

AVDP 274

Details: wagon ‘AVDP 274 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $89380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 22.10.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PF
Return to Service Date: 03.03.1994
Last Brake Cylinder: 26.07.1990
Last Single Car Test: 30.09.1993
Last Lift: 31.07.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.
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15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BATTERY CHARGER (PASS.)’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
28.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BATTERY CHARGER (PASS.)’.
11.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1990 Repair ‘BATTERY CHARGER (PASS.)’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘DRAFT GEAR POCKET’.
22.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.03.1991 Repair ‘END COMPLETE’.
22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1991 Repair ‘ISOLATING COCK’.
22.03.1991 Repair ‘YOKE PIN’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BATTERY BOX (PASS.)’.
10.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1991 Repair ‘END FRAME MEMBER’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BEARERS’.
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘END COMPLETE’.
17.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BOLSTER’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1992 Repair ‘WHEEL SET’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
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18.01.1993 Repair ‘END HOSE’.
18.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Repair ‘BODY COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘BRAKE PIN’.
29.10.1993 Repair ‘BOGIE COMPLETE’.
29.10.1993 Repair ‘SIDE STEP’.
02.11.1993 Repair ‘BRAKE BLOCK RB95’.
02.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BOGIE WEAR PLATES’.
22.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1994 Repair ‘BODY COMPLETE’.
03.03.1994 Repair ‘SIDE STEP’.

AVDP 275

Details: wagon ‘AVDP 275 G’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $89380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 20.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 02.06.1994
Last Lift: 06.05.1983

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRANCH PIPE’.
28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘END COMPLETE’.
23.01.1991 Repair ‘END HOSE’.
23.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1991 Repair ‘WHEEL SET’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRANCH PIPE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.11.1991 Repair ‘CONCERTINA (PASS.)’.
12.11.1991 Repair ‘DRAFT GEAR POCKET’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1992 Repair ‘END COMPLETE’.
03.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
03.06.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
10.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1993 Repair ‘BOGIE CLEARANCE’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
07.10.1993 Repair ‘BOGIE WEAR PLATES’.
07.10.1993 Repair ‘BOGIE WEAR PLATES’.
07.10.1993 Repair ‘COUPLER COMPLETE’.
07.10.1993 Repair ‘END COMPLETE’.
07.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.10.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
07.10.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘END BRAKE COCK’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1993 Repair ‘WEAR PLATES & SADDLES’.

4641



2. TIMS GROUP INFORMATION - WAGONS

28.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.12.1993 Repair ‘WEAR PLATES & SADDLES’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
04.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1994 Repair ‘WEAR PLATES & SADDLES’.
09.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
02.06.1994 Repair ‘COUPLER TRIGGER LEVER’.

AVDP 276

Details: wagon ‘AVDP 276 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $89380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 06.10.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN
BSG Code: DSVZ
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Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PF
Return to Service Date: 02.06.1994
Due Triple Valve: 04.09.1997
Last Triple Valve: 24.05.1993
Last Brake Cylinder: 28.07.1988
Last Single Car Test: 16.08.1991
Last Lift: 12.09.1985

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘COUPLER COMPLETE’.
16.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘BOGIE CLEARANCE’.
22.12.1989 Repair ‘BOGIE COMPLETE’.
22.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1989 Repair ‘END COMPLETE’.
22.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BATTERY CHARGER (PASS.)’.
27.09.1990 Repair ‘BOGIE BEARERS’.
27.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1991 Repair ‘WEAR PLATES & SADDLES’.
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13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1991 Repair ‘BRAKE LEVER’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘END HOSE’.
13.08.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BEARERS’.
20.05.1993 Repair ‘BOGIE CLEARANCE’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.05.1993 Repair ‘END COMPLETE’.
20.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1993 Repair ‘YOKE PIN’.
26.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1994 Repair ‘WEAR PLATES & SADDLES’.
02.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

4644



2.175. Wagon classification starting with ‘AVD’

26.05.1994 Repair ‘BODY COMPLETE’.
02.06.1994 Repair ‘BODY COMPLETE’.

AVDP 277

Details: wagon ‘AVDP 277 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $89380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 29.10.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PF PZ
Return to Service Date: 03.05.1994
Last Triple Valve: 24.02.1992
Last Brake Cylinder: 24.02.1992
Last Single Car Test: 24.02.1994
Last Lift: 06.05.1983

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Repair ‘BOGIE CLEARANCE’.
22.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1989 Repair ‘END BRAKE COCK’.
22.12.1989 Repair ‘END COMPLETE’.
22.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.07.1991 Repair ‘END BRAKE COCK’.
17.07.1991 Repair ‘END HOSE’.
17.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Repair ‘BOGIE CLEARANCE’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BOGIE WEAR PLATES’.
20.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.02.1992 Repair ‘END COMPLETE’.
20.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1992 Repair ‘YOKE PIN’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1992 Repair ‘WEAR PLATES & SADDLES’.
30.07.1993 Repair ‘END BRAKE COCK’.
20.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘BOGIE SIDEFRAME’.
16.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
02.02.1994 Repair ‘WEAR PLATES & SADDLES’.
07.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.03.1994 Repair ‘END HOSE’.
02.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1994 Repair ‘WEAR PLATES & SADDLES’.
11.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1994 Repair ‘WEAR PLATES & SADDLES’.
28.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1994 Repair ‘BRAKE PIN’.
03.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1994 Repair ‘WEAR PLATES & SADDLES’.

AVDP 278

21.08.1991 Reclassified from wagon ‘AVDP 278 K’ to ’ wagon ‘ECC 278 B’.

AVDP 279

Details: wagon ‘AVDP 279 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $89380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 26.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PF
Return to Service Date: 02.06.1994
Last Triple Valve: 03.05.1993
Last Brake Cylinder: 11.05.1990
Last Single Car Test: 26.08.1991
Last Lift: 21.09.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BOLSTER’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘END BRAKE COCK’.
08.05.1990 Repair ‘END HOSE’.
08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE CLEARANCE’.
18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Repair ‘WHEEL SET’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘END BRAKE COCK’.
08.05.1991 Repair ‘WEAR PLATES & SADDLES’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Repair ‘END HOSE’.
22.05.1991 Repair ‘NYLON HOSE’.
31.07.1991 Repair ‘TRAIN PIPE (END)’.
31.07.1991 Repair ‘WHEEL SET’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1991 Repair ‘HANDBRAKE HANDLE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘WEAR PLATES & SADDLES’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BEARERS’.
30.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1993 Repair ‘BOGIE CLEARANCE’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
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30.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.04.1993 Repair ‘END COMPLETE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
30.04.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
30.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Repair ‘BRAKE PIN’.
18.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘WEAR PLATES & SADDLES’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘WEAR PLATES & SADDLES’.
03.03.1994 Repair ‘BODY COMPLETE’.
03.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1994 Repair ‘SIDE STEP’.
07.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘COUPLER KNUCKLE’.
26.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1994 Repair ‘WEAR PLATES & SADDLES’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
02.06.1994 Repair ‘COUPLER KNUCKLE’.
02.06.1994 Repair ‘COUPLER KNUCKLE PIN’.

4650



2.175. Wagon classification starting with ‘AVD’

02.06.1994 Repair ‘WEAR PLATES & SADDLES’.

AVDP 359

Details: wagon ‘AVDP 359 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $64370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 15.03.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRD;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PF
Return to Service Date: 30.01.1997
Last Triple Valve: 29.09.1989
Last Single Car Test: 31.08.1993
Last Lift: 19.05.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE

DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE CLEARANCE’.
14.09.1989 Repair ‘BOGIE WEAR PLATES’.
14.09.1989 Repair ‘BOGIE WEAR PLATES’.
14.09.1989 Repair ‘END COMPLETE’.
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BATTERY CHARGER (PASS.)’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1989 Repair ‘WHEEL SET’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.03.1990 Repair ‘CONCERTINA (PASS.)’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BATTERY CHARGER (PASS.)’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BATTERY CHARGER (PASS.)’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘BOGIE CLEARANCE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.08.1990 Repair ‘DRAFT GEAR POCKET’.
29.08.1990 Repair ‘END COMPLETE’.
29.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘END HOSE’.
10.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘BODY COMPLETE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Repair ‘WHEEL SET’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

AVDP 360

Details: wagon ‘AVDP 360 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $64370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 23.08.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 02.06.1994
Due Triple Valve: 02.11.1989
Last Triple Valve: 20.03.1992
Last Brake Cylinder: 08.02.1993
Last Single Car Test: 07.03.1994
Last Lift: 30.09.1986

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE

DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.
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07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.07.1989 Repair ‘WHEEL SET’.
31.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘COUPLER COMPLETE’.
01.03.1991 Repair ‘END COMPLETE’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1991 Repair ‘WHEEL SET’.
01.03.1991 Repair ‘YOKE COMPLETE’.
13.11.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE CLEARANCE’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘DOOR HINGES AND PINS’.
20.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1992 Repair ‘END COMPLETE’.
20.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1992 Repair ‘YOKE COMPLETE’.
20.03.1992 Repair ‘YOKE PIN’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BEARERS’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BOGIE WEAR PLATES’.
05.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.02.1993 Repair ‘END COMPLETE’.
05.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1993 Repair ‘TOP CENTRE PLATE’.
05.02.1993 Repair ‘TRAIN PIPE’.
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30.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘END BRAKE COCK’.
11.10.1993 Repair ‘END HOSE’.
11.10.1993 Repair ‘TRAIN PIPE (END)’.
11.10.1993 Repair ‘TRAIN PIPE’.
16.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘BOGIE SIDEFRAME’.
20.10.1993 Repair ‘COUPLER COMPLETE’.
20.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘COUPLER COMPLETE’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1994 Repair ‘END COMPLETE’.
11.02.1994 Repair ‘BODY COMPLETE’.
11.02.1994 Repair ‘COUPLER COMPLETE’.
11.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.02.1994 Repair ‘END COMPLETE’.
11.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1994 Repair ‘WEAR PLATES & SADDLES’.
05.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1994 Repair ‘END BRAKE COCK’.
05.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1994 Repair ‘TRAIN PIPE’.
28.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.05.1994 Repair ‘WEAR PLATES & SADDLES’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘WEAR PLATES & SADDLES’.

AVDP 361

Details: wagon ‘AVDP 361 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $64370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 30.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 30.07.1996
Last Triple Valve: 24.03.1994
Last Brake Cylinder: 01.04.1992
Last Single Car Test: 27.04.1994
Last Lift: 22.10.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE

DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
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PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.08.1989 Repair ‘BATTERY CHARGER (PASS.)’.
18.08.1989 Repair ‘BOGIE BOLSTER’.
18.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1989 Repair ‘END BRAKE COCK’.
18.08.1989 Repair ‘END COMPLETE’.
18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘END BRAKE COCK’.
28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘WHEEL SET’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Repair ‘END BRAKE COCK’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘TRAIN PIPE’.
07.08.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
22.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.05.1992 Repair ‘BOGIE CLEARANCE’.
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21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRANCH PIPE’.
21.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1992 Repair ‘END COMPLETE’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘WHEEL SET’.
21.05.1992 Repair ‘YOKE COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
02.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘BRAKE PIN’.
30.09.1993 Repair ‘DRIVE BELT’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘COUPLER KNUCKLE’.
07.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
07.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1994 Repair ‘WEAR PLATES & SADDLES’.
22.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BRAKE CONTROL PIPE’.
23.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1994 Repair ‘END BRAKE COCK’.
27.04.1994 Repair ‘END HOSE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

AVDP 362

Details: wagon ‘AVDP 362 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $64370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 19.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: PZ AH PF
Return to Service Date: 02.06.1994
Due Triple Valve: 30.10.1997
Last Single Car Test: 02.06.1994
Last Lift: 30.10.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration complete ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT

SIDE DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185
186 187 188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration complete ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL
OUTWARD OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE
VANS CLASS AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.04.1990 Repair ‘DOOR (PASS.)’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘END COMPLETE’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1991 Repair ‘WHEEL SET’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE CLEARANCE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.10.1991 Repair ‘END COMPLETE’.
08.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
19.11.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
11.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BEARERS’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘DOOR COMPLETE’.
27.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.01.1993 Repair ‘END COMPLETE’.
27.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.01.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
27.01.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
27.01.1993 Repair ‘YOKE PIN’.
29.07.1993 Repair ‘END BRAKE COCK’.
29.07.1993 Repair ‘END HOSE’.
29.07.1993 Repair ‘TRAIN PIPE (END)’.
31.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘END BRAKE COCK’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

4660



2.175. Wagon classification starting with ‘AVD’

15.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1993 Repair ‘BOGIE CLEARANCE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘DOOR LOCK MECHANISM’.
15.10.1993 Repair ‘DOOR LOCK MECHANISM’.
15.10.1993 Repair ‘END COMPLETE’.
15.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1993 Repair ‘WEAR PLATES & SADDLES’.
15.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘END COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BRAKE CONTROL PIPE’.
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘TRAIN PIPE (END)’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AVDP 363

Details: wagon ‘AVDP 363 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $82570
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 27.05.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew
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Fleet Grp Code: PZ AH PF
Return to Service Date: 10.01.1994
Last Lift: 28.07.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.11.1989 Repair ‘WHEEL SET’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BATTERY CHARGER (PASS.)’.
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Repair ‘BOGIE WEAR PLATES’.
19.01.1990 Repair ‘BRANCH PIPE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘END HOSE’.
19.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1990 Repair ‘WEAR PLATES & SADDLES’.
20.02.1990 Repair ‘BATTERY CHARGER (PASS.)’.
19.03.1990 Repair ‘CONCERTINA (PASS.)’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘END HOSE’.
14.08.1990 Repair ‘TRAIN PIPE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1991 Repair ‘END HOSE’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘TRAIN PIPE’.
21.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
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12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
12.02.1992 Repair ‘TOP CENTRE PLATE’.
03.06.1992 Repair ‘WHEEL SET’.
04.06.1992 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1994 Repair ‘BOGIE COMPLETE’.

AVDP 364

Details: wagon ‘AVDP 364 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $64370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 15.07.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew
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Fleet Grp Code: PZ AH UP
Return to Service Date: 25.06.1993
Last Triple Valve: 05.09.1991
Last Lift: 12.10.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE

DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.02.1990 Repair ‘WHEEL SET’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
18.04.1990 Repair ‘BRAKE BLOCK RB95’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1991 Repair ‘END COMPLETE’.
04.09.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
04.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1991 Repair ‘WEAR PLATES & SADDLES’.
04.09.1991 Repair ‘WHEEL SET’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Repair ‘BRAKE PULL ROD’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Repair ‘BRAKE LEVER’.
14.10.1992 Repair ‘BRAKE PULL ROD’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1992 Repair ‘YOKE CARRIER’.
22.10.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BOGIE WEAR PLATES’.
05.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘AXLEBOX’.
25.06.1993 Repair ‘BOGIE BEARERS’.
25.06.1993 Repair ‘BOGIE CLEARANCE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1993 Repair ‘WEAR PLATES & SADDLES’.

AVDP 366

Details: wagon ‘AVDP 366 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $64370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 04.10.1968
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PF PZ
Return to Service Date: 02.06.1994
Due Triple Valve: 06.04.1995
Last Single Car Test: 22.12.1993
Last Lift: 14.09.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
17.03.1983 Alteration ‘FITTING DOOR BOLTS TO GOODS COMPARTMENT SIDE

DOORS REPLACING EXISTING DOMESTIC TYPE BOLTS. AVDY 184 185 186 187
188 189 118 359 360 361 362 364 366 120. (06s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
04.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1989 Repair ‘END HOSE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
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06.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Repair ‘WHEEL SET’.
02.08.1990 Repair ‘END HOSE’.
01.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘END HOSE’.
22.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1991 Repair ‘HEADSTOCK’.
29.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘BOGIE CLEARANCE’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
27.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1993 Repair ‘WEAR PLATES & SADDLES’.
25.11.1993 Repair ‘BODY COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘ISOLATING COCK’.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘DOOR COMPLETE’.
19.01.1994 Repair ‘TRAIN PIPE (END)’.
19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1994 Repair ‘HANDRAILS END’.
06.04.1994 Repair ‘STEP’.
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26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘END BRAKE COCK’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘END BRAKE COCK’.

AVDP 393

Details: wagon ‘AVDP 393 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $82570
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 03.06.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDY;BRAKE VAN - CME PT. PIRIE
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 22.04.1994
Last Brake Cylinder: 16.09.1991
Last Single Car Test: 30.08.1988
Last Lift: 08.07.1983

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

22.11.1982 Alteration complete ‘FIT ELASTOMER DIAPHRAMS. (27s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.09.1991 Repair ‘END HOSE’.
13.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1991 Repair ‘WHEEL SET’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE PULL ROD’.
08.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘AXLEBOX’.
27.07.1993 Repair ‘BOGIE BEARERS’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘END COMPLETE’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1993 Repair ‘WEAR PLATES & SADDLES’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1993 Repair ‘END HOSE’.
06.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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06.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1994 Repair ‘WEAR PLATES & SADDLES’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVDP 394

Details: wagon ‘AVDP 394 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $82570
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 10.06.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EX NHRD,BRAKE VAN
BSG Code: DSVZ

Capacity of 7.1 tonnes

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 02.06.1994
Last Triple Valve: 27.04.1994
Last Single Car Test: 26.08.1991
Last Lift: 12.04.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.
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14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.
(02s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231
(RS3061)’. New class: ‘AVDP’.

05.04.1988 Alteration ‘GHAN PASSENGER CAR EXTERIOR REFURBISHMENT. (A) FIT
GHAN LOGO TO CARS (B) FIT VINYL STRIPE TO CARS (RS4279)’.

26.07.1988 Alteration “GHAN’ PASSENGER CAR INTERIOR REFURBISHMENT. A.
REFURBISH INTERIOR OF ALL CARS IN ACCORDANCE WITH DRAWINGS. B.
RECLASSIFY CDF 265 TO AOB 265. (RS4304)’. New class: ‘AOB’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1989 Repair ‘WHEEL SET’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BATTERY CHARGER (PASS.)’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1990 Repair ‘BATTERY CHARGER (PASS.)’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE CLEARANCE’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘END COMPLETE’.
04.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1990 Repair ‘VEHICLE COMPLETE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BRANCH PIPE’.
18.01.1991 Repair ‘END HOSE’.
18.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1991 Repair ‘TRAIN PIPE’.
18.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BEARERS’.
14.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
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22.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘END COMPLETE’.
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘WHEEL SET’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.05.1993 Repair ‘END COMPLETE’.
18.05.1993 Repair ‘YOKE PIN’.
30.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1993 Repair ‘BOGIE COMPLETE’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1994 Repair ‘BRAKE LEVER’.
04.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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27.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.04.1994 Repair ‘END HOSE’.
02.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVDY 118

27.11.1987 Reclassified from wagon ‘AVDY 118 Y’ to ’ wagon ‘AVDP 118 B’.

AVDY 120

06.11.1987 Reclassified from wagon ‘AVDY 120 T’ to ’ wagon ‘AVDP 120 G’.

AVDY 121

02.12.1987 Reclassified from wagon ‘AVDY 121 F’ to ’ wagon ‘AVDP 121 P’.

AVDY 122

13.11.1987 Reclassified from wagon ‘AVDY 122 Y’ to ’ wagon ‘AVDP 122 B’.

AVDY 124

15.01.1988 Reclassified from wagon ‘AVDY 124 J’ to ’ wagon ‘AVDP 124 T’.

AVDY 125

19.02.1988 Reclassified from wagon ‘AVDY 125 S’ to ’ wagon ‘AVDP 125 F’.

AVDY 184

27.11.1987 Reclassified from wagon ‘AVDY 184 L’ to ’ wagon ‘AVDP 184 V’.

AVDY 185

06.11.1987 Reclassified from wagon ‘AVDY 185 U’ to ’ wagon ‘AVDP 185 H’.

AVDY 186

13.11.1987 Reclassified from wagon ‘AVDY 186 G’ to ’ wagon ‘AVDP 186 Q’.

AVDY 187

02.03.1988 Reclassified from wagon ‘AVDY 187 P’ to ’ wagon ‘AVDP 187 C’.
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AVDY 188

06.11.1987 Reclassified from wagon ‘AVDY 188 B’ to ’ wagon ‘AVDP 188 L’.

AVDY 189

13.11.1987 Reclassified from wagon ‘AVDY 189 K’ to ’ wagon ‘AVDP 189 U’.

AVDY 274

05.06.1988 Reclassified from wagon ‘AVDY 274 K’ to ’ wagon ‘AVDP 274 U’.

AVDY 275

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

06.11.1987 Reclassified from wagon ‘AVDY 275 T’ to ’ wagon ‘AVDP 275 G’.

AVDY 276

19.04.1988 Reclassified from wagon ‘AVDY 276 F’ to ’ wagon ‘AVDP 276 P’.

AVDY 277

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

27.11.1987 Reclassified from wagon ‘AVDY 277 Y’ to ’ wagon ‘AVDP 277 B’.

AVDY 279

20.05.1987 Reclassified from wagon ‘AVDY 279 J’ to ’ wagon ‘AVDP 279 T’.

AVDY 359

21.03.1988 Reclassified from wagon ‘AVDY 359 A’ to ’ wagon ‘AVDP 359 K’.

AVDY 360

13.11.1987 Reclassified from wagon ‘AVDY 360 T’ to ’ wagon ‘AVDP 360 G’.

AVDY 361

13.11.1987 Reclassified from wagon ‘AVDY 361 F’ to ’ wagon ‘AVDP 361 P’.

AVDY 362

06.11.1987 Reclassified from wagon ‘AVDY 362 Y’ to ’ wagon ‘AVDP 362 B’.
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AVDY 363

20.11.1987 Reclassified from wagon ‘AVDY 363 A’ to ’ wagon ‘AVDP 363 K’.

AVDY 364

06.11.1987 Reclassified from wagon ‘AVDY 364 J’ to ’ wagon ‘AVDP 364 T’.

AVDY 366

20.11.1987 Reclassified from wagon ‘AVDY 366 E’ to ’ wagon ‘AVDP 366 Y’.

AVDY 393

06.11.1987 Reclassified from wagon ‘AVDY 393 B’ to ’ wagon ‘AVDP 393 L’.

AVDY 394

15.01.1988 Reclassified from wagon ‘AVDY 394 K’ to ’ wagon ‘AVDP 394 U’.

2.176 Wagon classification starting with ‘AVE’

AVEP 126

Details: wagon ‘AVEP 126 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $53100
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 15.05.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;STORED PPI
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH WN
Return to Service Date: 27.08.1994
Last Lift: 05.11.1984
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVEP 127

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BATTERY CHARGER (PASS.)’.
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE CLEARANCE’.
09.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.05.1990 Repair ‘END COMPLETE’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1990 Repair ‘TOP CENTRE PLATE’.
09.05.1990 Repair ‘TRAIN PIPE’.
02.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 128

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
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PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.02.1993 Repair ‘VEHICLE SOLD’.

AVEP 129

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1989 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 130

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 131

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.
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07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 177

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

12.10.1989 Repair ‘END HOSE’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1990 Repair ‘END HOSE’.
01.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 178

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

22.11.1982 Alteration complete ‘FIT ELASTOMER DIAPHRAMS. (27s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE SOLD’.

AVEP 179

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE SOLD’.

AVEP 180

Details: wagon ‘AVEP 180 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 13.12.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
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07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.02.1990 Repair ‘END BRAKE COCK’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1990 Repair ‘END BRAKE COCK’.
16.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1993 Repair ‘BODY COMPLETE’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1994 Repair ‘BRAKE LEVER’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

AVEP 181

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE SOLD’.

AVEP 183

Details: wagon ‘AVEP 183 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
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Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $63750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 13.12.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 02.05.1995
Last Triple Valve: 14.12.1993
Last Brake Cylinder: 09.11.1992
Last Single Car Test: 14.12.1993
Last Lift: 16.08.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
08.03.1983 Alteration complete ‘REMOVE FRONT LUG FOR LOCATING BOTTOM OF

GAS CYLINDERS TO FACILITATE THE CHANGING OF CYLINDERS. EXISTING
LUGS TO BE REPOSITIONED WHERE NECESSARY. (03s83)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BODY COMPLETE’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1990 Repair ‘TRAIN PIPE’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘TRAIN PIPE’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE WEAR PLATES’.
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05.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
05.07.1991 Repair ‘VEHICLE SCHEDULED LIFT AND DATE CHANGE’.
05.07.1991 Repair ‘WHEEL SET’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BEARERS’.
06.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘END COMPLETE’.
06.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
06.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1992 Repair ‘TOP CENTRE PLATE’.
06.11.1992 Repair ‘TRAIN PIPE’.
06.11.1992 Repair ‘YOKE CARRIER’.
06.11.1992 Repair ‘YOKE COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.

AVEP 198

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

19.07.1990 Repair ‘SIDE STEP’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1992 Repair ‘VEHICLE SOLD’.

AVEP 201

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘COUPLER KNUCKLE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 348

Details: wagon ‘AVEP 348 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $74730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 19.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew
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Fleet Grp Code: AH PZ PJ
Return to Service Date: 05.11.1992
Due Triple Valve: 11.06.1992
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 23.01.1989
Last Single Car Test: 23.01.1989
Last Lift: 06.02.1986

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘CONCERTINA (PASS.)’.
13.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1989 Repair ‘TOP CENTRE PLATE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘COUPLER COMPLETE’.
13.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Repair ‘WEAR PLATES & SADDLES’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1991 Repair ‘WHEEL SET’.
19.11.1991 Repair ‘WHEEL SET’.
14.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1992 Repair ‘BRAKE LEVER’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1992 Repair ‘WHEEL SET’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1992 Repair ‘WEAR PLATES & SADDLES’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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18.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1992 Repair ‘WHEEL SET’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AVEP 349

Details: wagon ‘AVEP 349 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $74730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 02.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 15.09.1992
Last Triple Valve: 27.06.1989
Last Brake Cylinder: 27.06.1989
Last Lift: 18.11.1982

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘END COMPLETE’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘ISOLATING COCK’.
26.11.1991 Repair ‘TOP CENTRE PLATE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AVEP 350

Details: wagon ‘AVEP 350 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $74730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 30.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;STORED PPI
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH WN
Return to Service Date: 27.08.1994
Last Lift: 20.06.1984

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.
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31.08.1989 Repair ‘VEHICLE RECLASSIFY’.
31.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AVEY 350 Y’
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVEP 353

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 354

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVEP 355

Details: wagon ‘AVEP 355 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $74730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 22.07.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;STORED PPI
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH WN
Return to Service Date: 27.08.1994
Last Lift: 09.05.1980

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Repair ‘BOGIE CLEARANCE’.
09.01.1990 Repair ‘BRANCH PIPE’.
09.01.1990 Repair ‘END COMPLETE’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1990 Repair ‘WHEEL SET’.
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AVEP 356

Details: wagon ‘AVEP 356 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $74730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 29.03.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: PZ PJ AH
Return to Service Date: 02.06.1994
Last Single Car Test: 02.06.1994
Last Lift: 02.03.1983

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘END COMPLETE’.
22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1991 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1992 Repair ‘END BRAKE COCK’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘TRAIN PIPE’.
13.11.1992 Repair ‘WEAR PLATES & SADDLES’.
09.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BRAKE CONTROL PIPE’.
26.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘TRAIN PIPE (END)’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘BRAKE CONTROL PIPE’.
02.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘TRAIN PIPE (END)’.

AVEP 357

Details: wagon ‘AVEP 357 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $74730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 101
Date Built: 20.06.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVEY;STORED PPI
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 13.06.1990
Last Lift: 09.02.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVEY TO AVEP - REFER RS4231
(RS3062)’. New class: ‘AVEP’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AVEY 357 X’
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AVEY 126

05.02.1988 Reclassified from wagon ‘AVEY 126 H’ to ’ wagon ‘AVEP 126 R’.

AVEY 127

06.11.1987 Reclassified from wagon ‘AVEY 127 Q’ to ’ wagon ‘AVEP 127 D’.

AVEY 128

15.01.1988 Reclassified from wagon ‘AVEY 128 C’ to ’ wagon ‘AVEP 128 M’.

AVEY 129

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

19.03.1988 Reclassified from wagon ‘AVEY 129 L’ to ’ wagon ‘AVEP 129 V’.

AVEY 130

02.12.1987 Reclassified from wagon ‘AVEY 130 H’ to ’ wagon ‘AVEP 130 R’.

AVEY 131

22.02.1988 Reclassified from wagon ‘AVEY 131 Q’ to ’ wagon ‘AVEP 131 D’.

AVEY 177

09.03.1988 Reclassified from wagon ‘AVEY 177 K’ to ’ wagon ‘AVEP 177 U’.

AVEY 178

06.11.1987 Reclassified from wagon ‘AVEY 178 T’ to ’ wagon ‘AVEP 178 G’.

AVEY 179

21.12.1987 Reclassified from wagon ‘AVEY 179 F’ to ’ wagon ‘AVEP 179 P’.

AVEY 180

15.01.1988 Reclassified from wagon ‘AVEY 180 B’ to ’ wagon ‘AVEP 180 L’.

AVEY 181

06.11.1987 Reclassified from wagon ‘AVEY 181 K’ to ’ wagon ‘AVEP 181 U’.

AVEY 183

14.03.1988 Reclassified from wagon ‘AVEY 183 F’ to ’ wagon ‘AVEP 183 P’.
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AVEY 198

21.01.1988 Reclassified from wagon ‘AVEY 198 M’ to ’ wagon ‘AVEP 198 W’.

AVEY 201

13.11.1987 Reclassified from wagon ‘AVEY 201 W’ to ’ wagon ‘AVEP 201 J’.

AVEY 348

21.12.1987 Reclassified from wagon ‘AVEY 348 J’ to ’ wagon ‘AVEP 348 T’.

AVEY 349

21.03.1988 Reclassified from wagon ‘AVEY 349 S’ to ’ wagon ‘AVEP 349 F’.

AVEY 350

31.08.1989 Reclassified from wagon ‘AVEY 350 Y’ to ’ wagon ‘AVEP 350 B’.

AVEY 353

10.12.1987 Reclassified from wagon ‘AVEY 353 S’ to ’ wagon ‘AVEP 353 F’.

AVEY 354

13.11.1987 Reclassified from wagon ‘AVEY 354 E’ to ’ wagon ‘AVEP 354 Y’.

AVEY 355

06.11.1987 Reclassified from wagon ‘AVEY 355 N’ to ’ wagon ‘AVEP 355 A’.

AVEY 356

13.11.1987 Reclassified from wagon ‘AVEY 356 W’ to ’ wagon ‘AVEP 356 J’.

AVEY 357

13.06.1990 Reclassified from wagon ‘AVEY 357 X’ to ’ wagon ‘AVEP 357 S’.

2.177 Wagon classification starting with ‘AVF’

AVFY 65

Details: wagon ‘AVFY 65 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.1m
Tare Weight: 24.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1330
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 103
Date Built: 09.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX HRF;BRAKE VAN - CME PARKESTON
BSG Code: DSVZ

Capacity of 6 crew

Corporate ID flag: Y
Fleet Grp Code: AH PJ PZ
Return to Service Date: 11.05.1984
Last Lift: 11.05.1984

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.01.1988 Alteration ‘RECLASSIFY AVFY TO AVFP - REFER RS4231 (RS3063)’. New
class: ‘AVFP’.

2.178 Wagon classification starting with ‘AVH’

AVHF 339

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AVHP 314

Details: wagon ‘AVHP 314 Y’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 29.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $83560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 27.04.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 02.06.1992
Last Triple Valve: 03.06.1992
Last Single Car Test: 05.08.1991
Last Lift: 27.10.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE

HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVHY TO AVHP -REFER RS4231
(RS3064)’. New class: ‘AVHP’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.06.1992 Repair ‘END COMPLETE’.
02.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1992 Repair ‘TOP CENTRE PLATE’.
02.06.1992 Repair ‘YOKE FOLLOWER’.

AVHP 315

Details: wagon ‘AVHP 315 A’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $83560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 10.05.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHP;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 21.10.1991
Last Single Car Test: 21.09.1988
Last Lift: 30.10.1987

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVHY TO AVHP -REFER RS4231
(RS3064)’. New class: ‘AVHP’.

02.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1990 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.

AVHP 337

Details: wagon ‘AVHP 337 L’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $90470
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 23.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;STORED PPI
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 22.06.1988
Last Lift: 20.05.1983

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE

HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVHY TO AVHP -REFER RS4231
(RS3064)’. New class: ‘AVHP’.

AVHP 338

Details: wagon ‘AVHP 338 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $90470
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 21.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 03.05.1994
Last Triple Valve: 16.01.1989
Last Single Car Test: 30.08.1988
Last Lift: 08.04.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVHY TO AVHP -REFER RS4231
(RS3064)’. New class: ‘AVHP’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘END BRAKE COCK’.
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1989 Repair ‘HOSE FITTINGS’.
22.11.1989 Repair ‘WHEEL SET’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BEARERS’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BOGIE WEAR PLATES’.
02.09.1991 Repair ‘END COMPLETE’.
02.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.09.1991 Repair ‘WHEEL SET’.
05.01.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRANCH PIPE’.
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06.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Repair ‘BRANCH PIPE’.
14.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1994 Repair ‘BOGIE COMPLETE’.

AVHP 339

Details: wagon ‘AVHP 339 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $90470
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 28.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Corporate ID flag: Y
Fleet Grp Code: PZ AH PJ
Return to Service Date: 12.04.1994
Last Single Car Test: 13.04.1994
Last Lift: 24.06.1983

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BODY COMPLETE’.
12.04.1994 Repair ‘BRAKE CONTROL PIPE’.
12.04.1994 Repair ‘BRANCH PIPE’.
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AVHP 340

Details: wagon ‘AVHP 340 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $93840
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 09.02.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PJ
Return to Service Date: 17.01.1989
Last Lift: 26.10.1982

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVHY TO AVHP -REFER RS4231
(RS3064)’. New class: ‘AVHP’.

AVHP 341

Details: wagon ‘AVHP 341 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $93840
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 12.03.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: PZ AH PJ
Return to Service Date: 31.08.1993
Last Single Car Test: 21.11.1988
Last Lift: 01.10.1982

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT.
(07s82)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1991 Repair ‘ISOLATING COCK’.
11.09.1991 Repair ‘WHEEL SET’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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25.03.1993 Repair ‘BRAKE LEVER’.
25.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

AVHP 342

Details: wagon ‘AVHP 342 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 104
Date Built: 12.03.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVHY;BRAKE VAN
BSG Code: DSVZ

Capacity of 8 crew

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

31.03.1982 Alteration ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT. (07s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

12.07.1985 Alteration ‘FIT TOP DOOR BOLT TO THE INSIDE OF ALL OUTWARD
OPENING DOORS, INCLUDING BOTH DOUBLE DOORS. BRAKE VANS CLASS
AVDY, AVEY & AVHY (RS4051)’.

15.01.1988 Alteration complete ‘RECLASSIFY AVHY TO AVHP -REFER RS4231
(RS3064)’. New class: ‘AVHP’.

24.01.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BATTERY CHARGER (PASS.)’.
15.02.1990 Repair ‘BOGIE BEARINGS’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘WHEEL SET’.
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27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.

AVHY 314

08.06.1989 Reclassified from wagon ‘AVHY 314 E’ to ’ wagon ‘AVHP 314 Y’.

AVHY 315

05.02.1988 Reclassified from wagon ‘AVHY 315 N’ to ’ wagon ‘AVHP 315 A’.

AVHY 337

09.03.1988 Reclassified from wagon ‘AVHY 337 B’ to ’ wagon ‘AVHP 337 L’.

AVHY 338

05.02.1988 Reclassified from wagon ‘AVHY 338 K’ to ’ wagon ‘AVHP 338 U’.

AVHY 339

06.11.1987 Reclassified from wagon ‘AVHY 339 T’ to ’ wagon ‘AVHP 339 G’.

AVHY 340

12.02.1988 Reclassified from wagon ‘AVHY 340 P’ to ’ wagon ‘AVHP 340 C’.

AVHY 341

10.12.1987 Reclassified from wagon ‘AVHY 341 B’ to ’ wagon ‘AVHP 341 L’.

AVHY 342

14.03.1988 Reclassified from wagon ‘AVHY 342 K’ to ’ wagon ‘AVHP 342 U’.

2.179 Wagon classification starting with ‘AVJ’

AVJY 400

15.05.1987 Reclassified from wagon ‘AVJY 400 T’ to ’ wagon ‘AZTP 400 V’.

2.180 Wagon classification starting with ‘AVL’

AVLP 334

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

4702
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.12.1989 Repair ‘CENTRE SILL’.
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVLP 335

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AVLY TO AVLP - REFER RS4231
(RS3065)’. New class: ‘AVLP’.

06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVLP 336

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AVLY 334

27.11.1987 Reclassified from wagon ‘AVLY 334 J’ to ’ wagon ‘AVLP 334 T’.

AVLY 335

14.02.1988 Reclassified from wagon ‘AVLY 335 S’ to ’ wagon ‘AVLP 335 F’.
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AVLY 336

14.12.1987 Reclassified from wagon ‘AVLY 336 E’ to ’ wagon ‘AVLP 336 Y’.

2.181 Wagon classification starting with ‘AWC’

AWC 1

Details: wagon ‘AWC 1 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 8.1m
Tare Weight: 120tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $25200
Run Restriction: Not to Run in NSW Train Speed Restriction when attached‘
Diagram Book Page No.: CB M-2
Date Built: 01.02.1926
Operating System: AN
Intended Use: GENERAL
Remarks: NOW ’ ‘WRECKING CRANE
BSG Code: DBZZ

Capacity of 109 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 23.06.1975
Last Lift: 23.06.1975

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

AWC 2

Details: wagon ‘AWC 2 F’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: E
Length Over Headstocks: 8.1m
Tare Weight: 120tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $36370
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2.182. Wagon classification starting with ‘AWW’

Run Restriction: Not to Run in NSW Train Speed Restriction when attached‘
Diagram Book Page No.: CB M-2
Date Built: 01.01.1925
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 26.07.86;SOLD TO P.R.R.P.S.
BSG Code: SSZZ

Capacity of 109 tonnes

Fleet Grp Code: AH WV
Return to Service Date: 14.10.1988

AWC 3

Details: wagon ‘AWC 3 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 7.6m
Tare Weight: 110.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $39260
Run Restriction: Train Speed Restriction when attached‘
Diagram Book Page No.: CB M-3
Date Built: 01.02.1926
Operating System: AN
Intended Use: GENERAL
Remarks: WRECKING CRANE;TAILEM BEND
BSG Code: DBZZ

Capacity of 61 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 10.12.1979
Last Lift: 22.12.1972

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

2.182 Wagon classification starting with ‘AWW’

AWWX 1

Details: wagon ‘AWWX 1 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14740
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-12
Date Built: 01.01.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFWX;WELL WAGON
BSG Code: FXFZ

Capacity of 46.7 tonnes

Fleet Grp Code: AG WI
Return to Service Date: 11.06.1995
Due Triple Valve: 01.01.1994
Last Brake Cylinder: 08.05.1991
Last Lift: 27.01.1984

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE SPRING’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘STEP’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘EMPTY LOAD VALVE’.
08.05.1991 Repair ‘END BRAKE COCK’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.

2.183 Wagon classification starting with ‘AZB’

AZBA 7001

29.05.1991 Repair ‘VEHICLE SOLD’.

AZBA 7127

28.06.1989 Reclassified from wagon ‘AZBA 7127 H’ to ’ wagon ‘AZBF 7127 E’.
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AZBA 7261

Details: wagon ‘AZBA 7261 P’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 22.10.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O;SOLD TO ARHS 19.07.89
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 19.07.1989
Last Lift: 08.09.1986

19.07.1989 Repair ‘VEHICLE SOLD’.

AZBA 8213

28.06.1989 Reclassified from wagon ‘AZBA 8213 W’ to ’ wagon ‘AZBF 8213 T’.

AZBF 1

Details: wagon ‘AZBF 1 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16530
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-7
Date Built: 01.01.1954
Operating System: AN
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Intended Use: GENERAL
Remarks: EX PWA 17;CCE USE;MOBIL W/SHOP (SMD80)
BSG Code: DSBZ

Capacity of 17 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 28.01.1988
Last Lift: 06.07.1973

24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘AZCF 1 D’

AZBF 1139

12.10.1988 Alteration complete ‘RECLASSIFY ‘VC 1181’ TO ‘AZBF 1181’ - REFER
RS4237. ’ ‘VC 1201’ ’ ‘AZBF 1201’ ’ ’ ’ ‘VP 1351’ ’ ‘AZBF 1351’ ’ ’ ’ ‘ABCY 1153’ ’
‘AZBF 1139’ ’ ’ ’ ‘ABCY 1153’ ’ ‘AZBF 1153’ ’ ’ (RS3098)’. New class: ‘AZBF’.

01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ABCY 1139 C’
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZBF 1153

12.10.1988 Alteration complete ‘RECLASSIFY ‘VC 1181’ TO ‘AZBF 1181’ - REFER
RS4237. ’ ‘VC 1201’ ’ ‘AZBF 1201’ ’ ’ ’ ‘VP 1351’ ’ ‘AZBF 1351’ ’ ’ ’ ‘ABCY 1153’ ’
‘AZBF 1139’ ’ ’ ’ ‘ABCY 1153’ ’ ‘AZBF 1153’ ’ ’ (RS3098)’. New class: ‘AZBF’.

11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1990 Repair ‘BRAKE LEVER’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘DOOR COMPLETE’.
11.01.1990 Repair ‘DOOR COVERING’.
11.01.1990 Repair ‘DOOR ROLLER’.
11.01.1990 Repair ‘HANDBRAKE HANDLE’.
11.01.1990 Repair ‘HANDRAILS’.
11.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABCY 1153 K’
01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ABCY 1153 K’
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZBF 1201

Details: wagon ‘AZBF 1201 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: E
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 131
Date Built: 11.03.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX VC;PERWAY MAT‘L - CCE ALICE SPRINGS
BSG Code: DSBZ

Capacity of 46 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 26.10.1988
Last Single Car Test: 21.11.1988
Last Lift: 03.11.1977

12.10.1988 Alteration complete ‘RECLASSIFY ‘VC 1181’ TO ‘AZBF 1181’ - REFER
RS4237. ’ ‘VC 1201’ ’ ‘AZBF 1201’ ’ ’ ’ ‘VP 1351’ ’ ‘AZBF 1351’ ’ ’ ’ ‘ABCY 1153’ ’
‘AZBF 1139’ ’ ’ ’ ‘ABCY 1153’ ’ ‘AZBF 1153’ ’ ’ (RS3098)’. New class: ‘AZBF’.

AZBF 1351

12.10.1988 Alteration complete ‘RECLASSIFY ‘VC 1181’ TO ‘AZBF 1181’ - REFER
RS4237. ’ ‘VC 1201’ ’ ‘AZBF 1201’ ’ ’ ’ ‘VP 1351’ ’ ‘AZBF 1351’ ’ ’ ’ ‘ABCY 1153’ ’
‘AZBF 1139’ ’ ’ ’ ‘ABCY 1153’ ’ ‘AZBF 1153’ ’ ’ (RS3098)’. New class: ‘AZBF’.

29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.09.1989 Repair ‘WHEEL SET’.
29.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘VP 1351 P’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘BRAKE BLOCK OTHER’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘TRAIN PIPE (END)’.
05.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘VP 1351 P’
02.11.1989 Repair ‘VEHICLE RECLASSIFY’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘VP 1351 P’
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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AZBF 2681

Details: wagon ‘AZBF 2681 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.01.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABJX;CME ACC. TRAIN MILE END
BSG Code: DBBZ

Capacity of 45 tonnes

Fleet Grp Code: AH PD PZ
Return to Service Date: 02.03.1990
Last Lift: 20.12.1985

30.01.1985 Alteration complete ‘RECLASSIFY ONE (1)) ‘ABFX’ WAGON TO ‘ABJX’
CLASS FOR USE AS A DISPLAY VAN ON THE JUBILEE TRADE TRAIN. NOTE :
THE WAGON HAS BEEN MODIFIED TO ENABLE ITS USE AS A DISPLAY VAN,
BY THE REMOVAL OF DOORS AND SIDE PANELS. ABFX 2681 TO BE
RECLASSIFIED TO ABJX 2681F. (RS4092)’.

29.11.1989 Alteration complete ‘REPLACE EXCHANGE BOGIES WITH CAPTIVE
1600MM GAUGE BOGIES AND RECLASSIFY TO AZBF TO PERMIT USE OF ABJX
VAN ON BROAD GAUGE ACCIDENT TRAIN. NEW CLASSIFICATION AND
NUMBER TO BE AZBF2681D. ABJX 2681. (RS4460)’. New class: ‘AZBF’.

02.03.1990 Repair ‘VEHICLE RECLASSIFY’.
02.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ABJX 2681 F’

AZBF 7127

Details: wagon ‘AZBF 7127 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $1990
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 14.09.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZBA;TAILEM BEND ACC. TRAIN
BSG Code: DBBZ

Capacity of 33 tonnes

Fleet Grp Code: PZ AH PD
Return to Service Date: 28.06.1989

12.10.1988 Alteration complete ‘RECLASSIFY ‘VC 1181’ TO ‘AZBF 1181’ - REFER
RS4237. ’ ‘VC 1201’ ’ ‘AZBF 1201’ ’ ’ ’ ‘VP 1351’ ’ ‘AZBF 1351’ ’ ’ ’ ‘ABCY 1153’ ’
‘AZBF 1139’ ’ ’ ’ ‘ABCY 1153’ ’ ‘AZBF 1153’ ’ ’ (RS3098)’. New class: ‘AZBF’.

AZBF 8213

Details: wagon ‘AZBF 8213 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 17A
Date Built: 01.01.1924
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZBA;ACC. TRAIN TOOL VAN;TAILEM BEND
BSG Code: DBBZ

Capacity of 10 tonnes

Fleet Grp Code: PZ PD AH
Return to Service Date: 28.06.1989

12.10.1988 Alteration complete ‘RECLASSIFY ‘VC 1181’ TO ‘AZBF 1181’ - REFER
RS4237. ’ ‘VC 1201’ ’ ‘AZBF 1201’ ’ ’ ’ ‘VP 1351’ ’ ‘AZBF 1351’ ’ ’ ’ ‘ABCY 1153’ ’
‘AZBF 1139’ ’ ’ ’ ‘ABCY 1153’ ’ ‘AZBF 1153’ ’ ’ (RS3098)’. New class: ‘AZBF’.
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AZBL 7285

11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.184 Wagon classification starting with ‘AZC’

AZCF 1

28.01.1988 Alteration complete ‘RECLASSIFY AND RENUMBER ‘AZCY 17’ TO ‘AZCF 1’
IN ACCORDANCE WITH R.O.A. DETERMINATION. (RS4254)’. New class: ‘AZCF’.

28.01.1988 Alteration complete ‘RECLASSIFY AND RENUMBER PWA17 TO AZCY17
IN ACCORDANCE WITH ROA DETERMINATION. (RS4253)’. New class: ‘AZCY’.

24.09.1991 Reclassified from wagon ‘AZCF 1 D’ to ’ wagon ‘AZBF 1 A’.

AZCF 1592

Details: wagon ‘AZCF 1592 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 23.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.12.1993
Last Single Car Test: 14.07.1992
Last Lift: 16.03.1982

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1592 L’
27.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1592 L’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.
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30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1592 L’
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE LEVER’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘HANDRAILS’.
02.07.1992 Repair ‘HANDRAILS END’.
02.07.1992 Repair ‘STEP’.
02.07.1992 Repair ‘TOP CENTRE PLATE’.
02.07.1992 Repair ‘YOKE COMPLETE’.
20.08.1992 Repair ‘YOKE PIN’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

14.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Repair ‘HANDRAILS’.

AZCF 1593

Details: wagon ‘AZCF 1593 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 82A
Date Built: 13.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFGF
BSG Code: DSFT

4713



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

Fleet Grp Code: AH PB
Return to Service Date: 15.02.1994
Due Triple Valve: 01.02.1988
Last Brake Cylinder: 08.07.1989
Last Single Car Test: 21.11.1990
Last Lift: 14.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.07.1989 Repair ‘BRAKE LEVER’.
08.07.1989 Repair ‘END BRAKE COCK’.
08.07.1989 Repair ‘END HOSE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFGF 1593 Y’
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK OTHER’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘BRANCH PIPE’.
04.08.1989 Repair ‘ISOLATING COCK’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1593 Y’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE BLOCK OTHER’.
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1593 Y’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Repair ‘STEP’.
16.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1593 Y’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.05.1992 Repair ‘STEP’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1593 Y’
14.05.1992 Repair ‘VEHICLE RECLASSIFY’.
14.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFGF 1593 Y’
01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1992 Repair ‘BRAKE LEVER’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZCF 1594

Details: wagon ‘AZCF 1594 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 13.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 22.05.1996
Due Triple Valve: 09.12.1993
Last Brake Cylinder: 09.12.1992
Last Single Car Test: 09.12.1992
Last Lift: 02.04.1981

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1594 G’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.
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30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1594 G’
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1992 Repair ‘BODY COMPLETE’.
26.11.1992 Repair ‘CENTRE SILL’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1992 Repair ‘DRAFT GEAR POCKET’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘HANDRAILS’.
26.11.1992 Repair ‘HANDRAILS END’.
26.11.1992 Repair ‘LASHING POINT’.
26.11.1992 Repair ‘SIDE BEARER’.
26.11.1992 Repair ‘STANCHION’.
26.11.1992 Repair ‘STEP’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.11.1992 Repair ‘YOKE CARRIER’.
26.11.1992 Repair ‘YOKE COMPLETE’.
26.11.1992 Repair ‘YOKE FOLLOWER’.
26.11.1992 Repair ‘YOKE PIN’.
20.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1993 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘STEP’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

22.05.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1596

Details: wagon ‘AZCF 1596 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 06.08.1959
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Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 28.08.1992
Due Triple Valve: 01.09.1993
Last Brake Cylinder: 23.10.1991
Last Single Car Test: 01.09.1992
Last Lift: 26.10.1979

24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘END BRAKE COCK’.
23.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RGC 1596 B’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT
HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘VEHICLE RECLASSIFY’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1596 B’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE BEARERS’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘BRANCH PIPE’.
28.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.08.1992 Repair ‘END HOSE’.
28.08.1992 Repair ‘TRAIN PIPE (END)’.
28.08.1992 Repair ‘TRAIN PIPE’.
28.08.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

AZCF 1599

Details: wagon ‘AZCF 1599 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 01.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 12.10.1993

11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘VEHICLE COMPLETE’.
11.04.1990 Repair ‘VEHICLE STENCILS’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1599 T’
08.05.1990 Repair ‘HANDRAILS END’.
08.05.1990 Repair ‘STEP’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RG 1599 T’
06.06.1990 Repair ‘HANDRAILS END’.
06.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RG 1599 T’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1992 Repair ‘WHEEL SET’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RG 1599 T’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘HANDRAILS END’.
14.05.1992 Repair ‘SIDE STEP’.
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14.05.1992 Repair ‘STEP’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1599 T’
27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1599 T’
12.10.1993 Repair ‘STEP’.

AZCF 1604

Details: wagon ‘AZCF 1604 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 31.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.02.1996
Last Lift: 19.11.1982

20.06.1990 Repair ‘STEP’.
20.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1604 K’
21.08.1990 Repair ‘STEP’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1604 K’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1604 K’
22.01.1992 Repair ‘HANDRAILS’.
22.01.1992 Repair ‘STEP’.
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30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘HANDRAILS END’.
21.01.1993 Repair ‘STEP’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1612

Details: wagon ‘AZCF 1612 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 82A
Date Built: 18.08.1959
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFGF;CCE USE
BSG Code: DSFZ

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 30.11.1993
Last Single Car Test: 10.09.1992
Last Lift: 18.05.1979

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
22.11.1989 Repair ‘HANDBRAKE HANDLE’.
22.11.1989 Repair ‘HANDRAILS END’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFGF 1612 R’
12.03.1990 Repair ‘STEP’.
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12.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AFGF 1612 R’

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘END BRAKE COCK’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1612 R’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1612 R’
22.01.1992 Repair ‘HANDRAILS END’.
22.01.1992 Repair ‘STEP’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1612 R’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘HANDBRAKE HANDLE’.
21.05.1992 Repair ‘HANDRAILS’.
21.05.1992 Repair ‘SIDE STEP’.
21.05.1992 Repair ‘STEP’.
21.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1612 R’
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Repair ‘VEHICLE RECLASSIFY’.
02.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1612 R’
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Repair ‘YOKE PIN’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘BRAKE PULL ROD’.
01.09.1992 Repair ‘TOP CENTRE PLATE’.
01.09.1992 Repair ‘VEHICLE COMPLETE’.
01.09.1992 Repair ‘YOKE CARRIER’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

24.11.1993 Repair ‘BRAKE PULL ROD’.
30.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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AZCF 1613

Details: wagon ‘AZCF 1613 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 28.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 08.09.1995
Due Triple Valve: 09.05.1991
Last Single Car Test: 21.11.1990
Last Lift: 19.01.1982

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFOF 1613 E’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘BRAKE LEVER’.
15.05.1990 Repair ‘COUPLER COMPLETE’.
15.05.1990 Repair ‘SIDE BEARER’.
15.05.1990 Repair ‘TOP CENTRE PLATE’.
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1990 Repair ‘YOKE COMPLETE’.
15.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1613 E’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BOGIE COMPLETE’.
16.11.1990 Repair ‘BRAKE PULL ROD’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1613 E’
12.01.1992 Repair ‘STEP’.
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12.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFOF 1613 E’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT
HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

11.09.1992 Repair ‘VEHICLE RECLASSIFY’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1613 E’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.

AZCF 1615

Details: wagon ‘AZCF 1615 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 25.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 23.06.1995
Due Triple Valve: 26.08.1994
Last Single Car Test: 26.08.1993
Last Lift: 11.10.1979

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
29.06.1990 Repair ‘BOGIE BEARERS’.
29.06.1990 Repair ‘BRAKE PULL ROD’.
29.06.1990 Repair ‘TOP CENTRE PLATE’.

4723



2. TIMS GROUP INFORMATION - WAGONS

29.06.1990 Repair ‘TOP CENTRE PLATE’.
29.06.1990 Repair ‘TRAIN PIPE (END)’.
29.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1615 E’
16.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1615 E’
05.08.1991 Repair ‘EMPTY LOAD VALVE’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1615 E’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1615 E’
22.01.1992 Repair ‘STEP’.
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE LEVER’.
28.05.1992 Repair ‘BRANCH PIPE’.
28.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘HANDBRAKE HANDLE’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

25.02.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRAKE CONTROL PIPE’.
25.08.1993 Repair ‘BRAKE PULL ROD’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.

AZCF 1617

Details: wagon ‘AZCF 1617 V’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 30.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 26.02.1993
Due Triple Valve: 12.12.1990
Last Brake Cylinder: 12.12.1989
Last Single Car Test: 12.09.1991
Last Lift: 22.08.1979

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFOF 1617 R’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFOF 1617 R’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘RELAY VALVE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFOF 1617 R’
20.03.1990 Repair ‘HANDBRAKE HANDLE’.
20.03.1990 Repair ‘STEP’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1617 R’
09.04.1990 Repair ‘HANDRAILS END’.
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09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AFOF 1617 R’

11.09.1990 Repair ‘HANDBRAKE HANDLE’.
11.09.1990 Repair ‘HANDRAILS END’.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1617 R’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘BRAKE PIN’.
11.09.1991 Repair ‘CARD OR CLIP HOLDER’.
11.09.1991 Repair ‘COUPLER KNUCKLE’.
11.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1991 Repair ‘HANDRAILS END’.
11.09.1991 Repair ‘SIDE BEARER’.
11.09.1991 Repair ‘STEP’.
11.09.1991 Repair ‘TOP CENTRE PLATE’.
11.09.1991 Repair ‘TRAIN PIPE (END)’.
11.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1617 R’
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFOF 1617 R’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘STEP’.
29.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Repair ‘VEHICLE RECLASSIFY’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1617 R’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AZCF 1620

Details: wagon ‘AZCF 1620 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m

4726



2.184. Wagon classification starting with ‘AZC’

Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 28.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.04.1993
Due Triple Valve: 23.04.1994
Last Single Car Test: 23.04.1993
Last Lift: 08.09.1981

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BRAKE BLOCK OTHER’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1620 N’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘HANDBRAKE HANDLE’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1620 N’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE BEARERS’.
14.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1990 Repair ‘BOGIE COMPLETE’.
14.09.1990 Repair ‘COUPLER COMPLETE’.
14.09.1990 Repair ‘SIDE BEARER’.
14.09.1990 Repair ‘TOP CENTRE PLATE’.
14.09.1990 Repair ‘YOKE COMPLETE’.
14.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1620 N’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1620 N’
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01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘BRAKE PULL ROD’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1620 N’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1620 N’
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘HANDRAILS END’.
29.04.1992 Repair ‘STEP’.
29.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘STEP’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.04.1993 Repair ‘TRAIN PIPE (END)’.

AZCF 1621

Details: wagon ‘AZCF 1621 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 29.06.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 25.02.1993
Due Triple Valve: 10.09.1992
Last Brake Cylinder: 10.09.1991
Last Single Car Test: 14.07.1992
Last Lift: 17.03.1980

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1621 W’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1621 W’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE COMPLETE’.
28.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.08.1991 Repair ‘COUPLER COMPLETE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘TOP CENTRE PLATE’.
28.08.1991 Repair ‘YOKE COMPLETE’.
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1621 W’
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1621 W’
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1621 W’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1621 W’
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

28.05.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1992 Repair ‘BRAKE PULL ROD’.
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Repair ‘HANDRAILS’.
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07.07.1992 Repair ‘HANDRAILS END’.
07.07.1992 Repair ‘STEP’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

25.02.1993 Repair ‘VEHICLE COMPLETE’.

AZCF 1622

Details: wagon ‘AZCF 1622 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 82A
Date Built: 26.09.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFGF;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 18.08.1994
Last Brake Cylinder: 29.05.1989
Last Single Car Test: 26.06.1991
Last Lift: 19.12.1980

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘END BRAKE COCK’.
25.06.1991 Repair ‘END HOSE’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1622 C’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.
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30.04.1992 Repair ‘HANDBRAKE HANDLE’.
30.04.1992 Repair ‘HANDRAILS END’.
30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1622 C’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘STEP’.
20.05.1993 Repair ‘BRAKE PULL ROD’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.

AZCF 1623

Details: wagon ‘AZCF 1623 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 04.09.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.07.1995
Last Single Car Test: 21.05.1993
Last Lift: 02.12.1976

16.02.1990 Repair ‘HANDBRAKE HANDLE’.
16.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1623 R’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
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19.09.1990 Repair ‘TOP CENTRE PLATE’.
19.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.09.1990 Repair ‘WEAR PLATES & SADDLES’.
19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1623 R’
15.11.1990 Repair ‘HANDRAILS’.
15.11.1990 Repair ‘STEP’.
15.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1623 R’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RGC 1623 R’

18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT
WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1623 R’
20.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1993 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘STEP’.
20.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BRAKE BLOCK RB95’.
20.05.1993 Repair ‘BRAKE LEVER’.
20.05.1993 Repair ‘BRAKE PIN’.
20.05.1993 Repair ‘TRAIN PIPE (END)’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.

AZCF 1624

Details: wagon ‘AZCF 1624 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 03.09.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 04.10.1994
Due Triple Valve: 04.02.1992
Last Brake Cylinder: 15.09.1993
Last Single Car Test: 15.09.1993
Last Lift: 22.06.1982

07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB95’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1624 D’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE SPRING’.
29.01.1991 Repair ‘BRAKE PULL ROD’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1624 D’
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1624 D’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1624 D’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.06.1992 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘STEP’.
11.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

28.07.1993 Repair ‘BRAKE PULL ROD’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.

AZCF 1628

Details: wagon ‘AZCF 1628 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 03.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 29.09.1994
Last Single Car Test: 02.09.1991
Last Lift: 20.04.1983

15.08.1989 Repair ‘SIDE STEP’.
15.08.1989 Repair ‘STEP’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1628 Q’
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16.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1628 Q’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘END BRAKE COCK’.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1628 Q’
15.11.1990 Repair ‘HANDRAILS’.
15.11.1990 Repair ‘STEP’.
15.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1628 Q’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘END BRAKE COCK’.
01.08.1991 Repair ‘END HOSE’.
01.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1991 Repair ‘TOP CENTRE PLATE’.
01.08.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1628 Q’
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘VEHICLE STENCILS’.
23.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1628 Q’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE LEVER’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘TOP CENTRE PLATE’.
30.08.1991 Repair ‘YOKE COMPLETE’.
30.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1628 Q’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1628 Q’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘HANDRAILS END’.
14.05.1992 Repair ‘SIDE STEP’.
14.05.1992 Repair ‘STEP’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM
EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

08.03.1993 Repair ‘YOKE PIN’.
19.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

AZCF 1629

Details: wagon ‘AZCF 1629 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 14.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.03.1996
Last Single Car Test: 16.09.1991
Last Lift: 02.02.1983

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1629 C’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1629 C’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1629 C’
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30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT
HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘HANDBRAKE HANDLE’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

25.02.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1641

Details: wagon ‘AZCF 1641 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 18.06.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.04.1994
Due Triple Valve: 23.04.1994
Last Brake Cylinder: 05.01.1993
Last Single Car Test: 23.04.1993
Last Lift: 19.03.1987

11.08.1989 Repair ‘STEP’.

4737



2. TIMS GROUP INFORMATION - WAGONS

11.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RGC 1641 P’

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1641 P’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1641 P’
22.01.1992 Repair ‘STEP’.
19.02.1992 Repair ‘STEP’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1992 Repair ‘BRAKE PULL ROD’.
19.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1992 Repair ‘HANDRAILS’.
19.12.1992 Repair ‘HANDRAILS END’.
19.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1992 Repair ‘SIDE BEARER’.
19.12.1992 Repair ‘STEP’.
19.12.1992 Repair ‘TRAIN PIPE (END)’.
19.12.1992 Repair ‘TRAIN PIPE’.
19.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE CONTROL PIPE’.
22.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.04.1994 Repair ‘VEHICLE COMPLETE’.

AZCF 1642

Details: wagon ‘AZCF 1642 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 18.06.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 21.05.1996
Last Brake Cylinder: 24.08.1990
Last Single Car Test: 13.12.1993
Last Lift: 08.07.1982

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1642 P’
16.05.1991 Repair ‘TRAIN PIPE (END)’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1642 P’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

11.09.1992 Repair ‘VEHICLE RECLASSIFY’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1642 P’
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘HANDRAILS END’.
21.01.1993 Repair ‘STEP’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BOGIE COMPLETE’.
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11.12.1993 Repair ‘BRAKE LEVER’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘END HOSE’.
11.12.1993 Repair ‘TOP CENTRE PLATE’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1644

Details: wagon ‘AZCF 1644 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 28.06.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 10.03.1993
Last Single Car Test: 09.03.1990
Last Lift: 26.02.1980

12.09.1989 Repair ‘HANDBRAKE HANDLE’.
12.09.1989 Repair ‘STEP’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1644 K’
16.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1644 K’
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE STENCILS’.
06.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RG 1644 K’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘END BRAKE COCK’.
08.03.1990 Repair ‘END HOSE’.

4740



2.184. Wagon classification starting with ‘AZC’

08.03.1990 Repair ‘TRAIN PIPE (END)’.
08.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1644 K’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘HANDRAILS END’.
06.07.1990 Repair ‘STEP’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RG 1644 K’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Repair ‘HANDRAILS END’.
30.04.1992 Repair ‘STEP’.
30.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1644 K’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1992 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AZCF 1648

Details: wagon ‘AZCF 1648 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 15.01.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 03.09.1993
Due Triple Valve: 23.11.1993
Last Single Car Test: 09.09.1993
Last Lift: 29.08.1980

19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘BRAKE LEVER’.
19.09.1991 Repair ‘HANDRAILS END’.
19.09.1991 Repair ‘SIDE MEMBER’.
19.09.1991 Repair ‘STEP’.
19.09.1991 Repair ‘TRAIN PIPE (END)’.
19.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1648 J’
23.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1648 J’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1648 J’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘BRAKE PULL ROD’.
24.08.1992 Repair ‘SIDE BEARER’.
24.08.1992 Repair ‘VEHICLE COMPLETE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE CONTROL PIPE’.
18.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.11.1992 Repair ‘BRANCH PIPE’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.11.1992 Repair ‘TRAIN PIPE’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM
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EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.

AZCF 1651

Details: wagon ‘AZCF 1651 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 09.08.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.02.1994
Due Triple Valve: 16.07.1994
Last Single Car Test: 16.07.1993
Last Lift: 19.03.1982

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1651 Y’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘CARD OR CLIP HOLDER’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.08.1991 Repair ‘END HOSE’.
21.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1651 Y’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.
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30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1651 Y’
26.06.1992 Repair ‘BRAKE PULL ROD’.
26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1651 Y’
31.07.1992 Repair ‘LASHING POINT’.
10.03.1993 Repair ‘STEP’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1993 Repair ‘BRAKE CONTROL PIPE’.
14.07.1993 Repair ‘BRAKE LEVER’.
14.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.10.1993 Repair ‘STEP’.
16.11.1993 Repair ‘HANDRAILS END’.
15.02.1994 Repair ‘STEP’.

AZCF 1653

Details: wagon ‘AZCF 1653 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 08.06.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.03.1994
Last Single Car Test: 05.05.1992
Last Lift: 28.09.1981
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02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
19.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1990 Repair ‘STEP’.
19.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘HANDRAILS’.
27.06.1990 Repair ‘STEP’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
16.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
14.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
22.01.1992 Repair ‘HANDRAILS’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BEARINGS’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
07.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RG 1653 J’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘SIDE STEP’.
14.05.1992 Repair ‘STEP’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1653 J’
22.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1992 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.
19.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1994 Repair ‘BRAKE CONTROL PIPE’.

AZCF 1654

Details: wagon ‘AZCF 1654 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 12.04.1962
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.01.1993
Due Triple Valve: 06.02.1992
Last Brake Cylinder: 06.02.1991
Last Single Car Test: 06.02.1991
Last Lift: 20.10.1986

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1654 E’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1991 Repair ‘TRAIN PIPE (END)’.
04.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1654 E’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1654 E’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1992 Repair ‘HANDBRAKE HANDLE’.
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22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘HANDRAILS END’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

26.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AZCF 1659

Details: wagon ‘AZCF 1659 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 04.04.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 23.06.1995
Due Triple Valve: 13.07.1991
Last Brake Cylinder: 29.06.1990
Last Single Car Test: 13.09.1990
Last Lift: 11.04.1980

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1990 Repair ‘BRAKE PULL ROD’.
25.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1659 D’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1990 Repair ‘BRAKE PULL ROD’.
13.07.1990 Repair ‘BRANCH PIPE’.
13.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.07.1990 Repair ‘TRAIN PIPE’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1659 D’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘EMPTY LOAD VALVE’.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1659 D’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1659 D’
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1992 Repair ‘HANDRAILS’.
25.06.1992 Repair ‘STEP’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

25.02.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.

AZCF 1660

Details: wagon ‘AZCF 1660 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 11.04.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.08.1996
Due Triple Valve: 01.09.1993
Last Brake Cylinder: 01.09.1992
Last Single Car Test: 01.09.1992
Last Lift: 23.03.1982

04.07.1989 Repair ‘HANDBRAKE HANDLE’.
04.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1660 W’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1660 W’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘BRAKE PULL ROD’.
10.10.1990 Repair ‘CARD OR CLIP HOLDER’.
10.10.1990 Repair ‘DRAFT GEAR POCKET’.
10.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1990 Repair ‘END BRAKE COCK’.
10.10.1990 Repair ‘SIDE BEARER’.
10.10.1990 Repair ‘STEP’.
10.10.1990 Repair ‘TRAIN PIPE (END)’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1660 W’
13.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1660 W’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1660 W’
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

28.05.1992 Repair ‘BRAKE LEVER’.
28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘HANDBRAKE HANDLE’.
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28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘BRAKE PULL ROD’.
25.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.08.1992 Repair ‘HANDRAILS’.
25.08.1992 Repair ‘HANDRAILS END’.
25.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1992 Repair ‘SIDE BEARER’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1663

Details: wagon ‘AZCF 1663 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 12.04.1962
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 14.07.1993
Due Triple Valve: 01.06.1988
Last Single Car Test: 16.07.1993
Last Lift: 14.09.1979

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK OTHER’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1989 Repair ‘GRADE CONTROL VALVE’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Repair ‘TRAIN PIPE’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1663 R’
12.02.1991 Repair ‘SIDE STEP’.
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1663 R’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.08.1991 Repair ‘TOP CENTRE PLATE’.
26.08.1991 Repair ‘TRAIN PIPE (END)’.
26.08.1991 Repair ‘YOKE COMPLETE’.
26.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1663 R’
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RG 1663 R’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘TRAIN PIPE (END)’.
18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1663 R’
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1992 Repair ‘HANDRAILS END’.
24.08.1992 Repair ‘STEP’.
24.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE CONTROL PIPE’.
22.04.1993 Repair ‘TRAIN PIPE (END)’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1993 Repair ‘BRANCH PIPE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
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AZCF 1664

Details: wagon ‘AZCF 1664 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 11.04.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Due Triple Valve: 09.01.1990
Last Single Car Test: 06.04.1992
Last Lift: 05.10.1982

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘BRAKE PULL ROD’.
28.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1991 Repair ‘BRAKE PULL ROD’.
29.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
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RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.04.1992 Repair ‘HANDRAILS’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘STEP’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘SIDE STEP’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1664 D’
31.07.1992 Repair ‘LASHING POINT’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.

AZCF 1665

Details: wagon ‘AZCF 1665 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 06.04.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.01.1993
Last Single Car Test: 06.01.1992
Last Lift: 14.12.1979
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21.06.1990 Repair ‘BOGIE SPRING’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1665 V’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1665 V’
19.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1665 V’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1665 V’
15.11.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRAKE CONTROL PIPE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘BRANCH PIPE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘END FRAME MEMBER’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

24.11.1992 Repair ‘STEP’.
20.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1993 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘STEP’.
20.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AZCF 1668

Details: wagon ‘AZCF 1668 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 07.04.1961
Operating System: AN
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Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH
Return to Service Date: 01.09.1992
Due Triple Valve: 11.06.1988
Last Single Car Test: 08.09.1989
Last Lift: 30.05.1983

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE LEVER’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1668 U’
08.09.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘AFOF 1668 U’
04.12.1990 Repair ‘STEP’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1668 U’
07.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1668 U’
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1668 U’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘VEHICLE RECLASSIFY’.
14.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFOF 1668 U’
01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1992 Repair ‘BRAKE LEVER’.

AZCF 1669

Details: wagon ‘AZCF 1669 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 08.09.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Last Brake Cylinder: 28.09.1990
Last Single Car Test: 28.09.1990
Last Lift: 15.10.1982

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BRANCH PIPE’.
26.10.1989 Repair ‘STEP’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RG 1669 C’
08.03.1990 Repair ‘STEP’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RG 1669 C’
04.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1669 C’
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RG 1669 C’
12.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1990 Repair ‘STEP’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1669 C’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BOLSTER’.
30.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘EMPTY LOAD VALVE’.
30.07.1990 Repair ‘HANDRAILS END’.
30.07.1990 Repair ‘STEP’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RG 1669 C’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.09.1990 Repair ‘BRAKE PULL ROD’.
27.09.1990 Repair ‘BRANCH PIPE’.
27.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1669 C’
14.03.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1669 C’
22.01.1992 Repair ‘STEP’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1669 C’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1669 C’
26.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.01.1993 Repair ‘STEP’.
19.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1994 Repair ‘HANDRAILS END’.

AZCF 1670

Details: wagon ‘AZCF 1670 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 03.04.1962
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT
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Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.09.1993
Due Triple Valve: 25.05.1991
Last Single Car Test: 09.09.1993
Last Lift: 11.01.1978

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘CARD OR CLIP HOLDER’.
25.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1990 Repair ‘HANDBRAKE HANDLE’.
25.05.1990 Repair ‘HANDRAILS’.
25.05.1990 Repair ‘STEP’.
25.05.1990 Repair ‘TRAIN PIPE (END)’.
25.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1670 V’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1670 V’
05.08.1991 Repair ‘EMPTY LOAD VALVE’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1670 V’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Repair ‘HANDBRAKE HANDLE’.
30.04.1992 Repair ‘HANDRAILS END’.
30.04.1992 Repair ‘STEP’.
30.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1670 V’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.

AZCF 1671

Details: wagon ‘AZCF 1671 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 06.04.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.06.1992
Due Triple Valve: 28.01.1997
Last Single Car Test: 10.09.1991
Last Lift: 03.10.1981

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1671 Q’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1991 Repair ‘TOP CENTRE PLATE’.
27.08.1991 Repair ‘YOKE COMPLETE’.
27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1671 Q’
27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1671 Q’
28.08.1991 Repair ‘FLOOR COMPLETE’.
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1671 Q’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1671 Q’
12.01.1992 Repair ‘HANDRAILS END’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

26.06.1992 Repair ‘BRAKE PULL ROD’.
26.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘HANDRAILS END’.
26.06.1992 Repair ‘STEP’.
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26.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

AZCF 1673

Details: wagon ‘AZCF 1673 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 08.09.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH
Return to Service Date: 14.05.1992
Last Single Car Test: 29.08.1991
Last Lift: 26.10.1979

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘AFOF 1673 G’
24.07.1990 Repair ‘STEP’.
24.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1673 G’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
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27.08.1991 Repair ‘BRAKE BLOCK OTHER’.
27.08.1991 Repair ‘SIDE BEARER’.
27.08.1991 Repair ‘TOP CENTRE PLATE’.
27.08.1991 Repair ‘TRAIN PIPE (END)’.
27.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1673 G’
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1673 G’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘HANDRAILS END’.
14.05.1992 Repair ‘SIDE STEP’.
14.05.1992 Repair ‘STEP’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1673 G’

AZCF 1682

Details: wagon ‘AZCF 1682 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 14.11.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT
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Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.08.1996
Last Single Car Test: 01.09.1992
Last Lift: 22.01.1980

04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘STEP’.
04.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1682 K’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1682 K’
28.11.1990 Repair ‘STEP’.
28.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1682 K’
19.02.1991 Repair ‘HANDRAILS’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1682 K’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BEARINGS’.
14.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RGC 1682 K’
13.08.1991 Repair ‘END FRAME MEMBER’.
13.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1682 K’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1682 K’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Repair ‘STEP’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘BRAKE PULL ROD’.
25.08.1992 Repair ‘CARD OR CLIP HOLDER’.
25.08.1992 Repair ‘SIDE BEARER’.
25.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM
EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

15.08.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1685

Details: wagon ‘AZCF 1685 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 06.10.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PG
Return to Service Date: 08.03.1994
Last Brake Cylinder: 12.10.1988
Last Single Car Test: 09.03.1994
Last Lift: 08.10.1986

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT
WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1992 Repair ‘HANDRAILS END’.
25.06.1992 Repair ‘STEP’.
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25.06.1992 Repair ‘VEHICLE RECLASSIFY’.
25.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFOF 1685 J’
20.08.1992 Repair ‘YOKE CARRIER’.
15.12.1992 Repair ‘STEP’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

10.03.1993 Repair ‘BOGIE SPRING’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BRAKE CONTROL PIPE’.

AZCF 1687

Details: wagon ‘AZCF 1687 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 08.05.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Last Single Car Test: 07.09.1990
Last Lift: 30.09.1983

22.06.1990 Repair ‘CARD OR CLIP HOLDER’.
22.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1687 J’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1687 J’
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24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1687 J’
22.01.1992 Repair ‘STEP’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘SIDE COMPLETE’.

AZCF 1688

Details: wagon ‘AZCF 1688 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 13.10.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 14.09.1993
Last Single Car Test: 14.08.1991
Last Lift: 20.11.1978
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01.03.1991 Repair ‘HANDRAILS’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1688 S’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1991 Repair ‘BRAKE CONTROL PIPE’.
09.08.1991 Repair ‘BRAKE PULL ROD’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘HANDRAILS’.
09.08.1991 Repair ‘HANDRAILS END’.
09.08.1991 Repair ‘YOKE COMPLETE’.
09.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1688 S’
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘VEHICLE COMPLETE’.
20.08.1991 Repair ‘VEHICLE STENCILS’.
20.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1688 S’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1688 S’
22.01.1992 Repair ‘HANDRAILS’.
19.02.1992 Repair ‘DOOR LOCK MECHANISM’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1992 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘STEP’.
11.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1992 Repair ‘YOKE PIN’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.

AZCF 1693

Details: wagon ‘AZCF 1693 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 25.05.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 10.03.1993
Last Lift: 15.03.1980

24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT
WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘HANDRAILS END’.
14.05.1992 Repair ‘SIDE STEP’.
14.05.1992 Repair ‘STEP’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1693 E’
20.01.1993 Repair ‘HANDRAILS END’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

10.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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AZCF 1695

Details: wagon ‘AZCF 1695 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 09.06.1961
Operating System: AN
Intended Use: GENERAL
Remarks: EX AQFY / AQFF 1695 M
BSG Code: FSQO

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PZ
Return to Service Date: 16.07.1996
Due Triple Valve: 19.12.1991
Last Triple Valve: 08.08.1988
Last Brake Cylinder: 19.12.1990
Last Single Car Test: 19.12.1990
Last Lift: 01.07.1987
Cont Connector Type:] S
Cont Max Slots: 2

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1695 M’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Repair ‘BRAKE CONTROL PIPE’.
14.08.1990 Repair ‘BRAKE PULL ROD’.
14.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQFF 1695 M’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE STENCILS’.
17.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQFF 1695 M’
02.07.1996 Repair ‘VEHICLE RECLASSIFY’.
02.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AQFF 1695 M’
16.07.1996 Repair ‘VEHICLE COMPLETE’.

AZCF 1753

Details: wagon ‘AZCF 1753 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 04.10.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 27.04.1994
Last Brake Cylinder: 19.07.1988
Last Single Car Test: 23.04.1993
Last Lift: 14.10.1986

12.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1989 Repair ‘HANDBRAKE HANDLE’.
12.09.1989 Repair ‘STEP’.
12.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RG 1753 Q’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
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02.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
22.01.1992 Repair ‘STEP’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
19.02.1992 Repair ‘STEP’.
19.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1992 Repair ‘HANDBRAKE HANDLE’.
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘HANDRAILS END’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1753 Q’
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

26.02.1993 Repair ‘STEP’.
10.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE CONTROL PIPE’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘TRAIN PIPE (END)’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘CENTRE SILL’.
27.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AZCF 1755

Details: wagon ‘AZCF 1755 T’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 09.10.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 14.09.1993
Last Brake Cylinder: 23.10.1991
Last Single Car Test: 22.07.1993
Last Lift: 31.08.1978

24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RGC 1755 U’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

01.04.1992 Repair ‘STEP’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1755 U’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1755 U’
26.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.01.1993 Repair ‘HANDRAILS END’.
26.01.1993 Repair ‘STEP’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
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20.07.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE LEVER’.

AZCF 1759

Details: wagon ‘AZCF 1759 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 04.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Last Single Car Test: 23.04.1993
Last Lift: 18.08.1982

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1990 Repair ‘STEP’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1759 K’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1759 K’
12.01.1992 Repair ‘HANDRAILS END’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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22.05.1992 Repair ‘HANDBRAKE HANDLE’.
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘HANDRAILS END’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘BRAKE CONTROL PIPE’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.

AZCF 1760

Details: wagon ‘AZCF 1760 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 31.10.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.06.1995
Last Single Car Test: 20.02.1992
Last Lift: 24.06.1982

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Repair ‘BRAKE PULL ROD’.
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11.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RGC 1760 G’

04.09.1990 Repair ‘HANDBRAKE HANDLE’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1760 G’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1760 G’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BRAKE BLOCK RB95’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘TRAIN PIPE (END)’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1992 Repair ‘HANDBRAKE HANDLE’.
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘HANDRAILS END’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

08.11.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.

AZCF 1761

Details: wagon ‘AZCF 1761 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Not to Run in NSW‘
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Diagram Book Page No.: NS 156
Date Built: 01.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 16.11.1993
Last Brake Cylinder: 23.06.1993
Last Single Car Test: 23.06.1993
Last Lift: 07.05.1981

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘TRAIN PIPE’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RG 1761 G’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

01.05.1992 Repair ‘HANDRAILS END’.
01.05.1992 Repair ‘STEP’.
01.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1761 G’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘DRAFT GEAR POCKET’.
22.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1993 Repair ‘TRAIN PIPE (END)’.
22.06.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘HANDRAILS’.

AZCF 1764

Details: wagon ‘AZCF 1764 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 12.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 26.09.1991
Due Triple Valve: 05.06.1992
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 24.08.1989
Last Lift: 07.09.1981

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘BRANCH PIPE’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1764 T’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1764 T’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE COMPLETE’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.01.1991 Repair ‘END BRAKE COCK’.
29.01.1991 Repair ‘END HOSE’.
29.01.1991 Repair ‘SIDE BEARER’.
29.01.1991 Repair ‘TRAIN PIPE (END)’.
29.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1764 T’
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1764 T’
28.05.1991 Repair ‘BOGIE COMPLETE’.
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28.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘RGC 1764 T’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1764 T’

AZCF 1767

Details: wagon ‘AZCF 1767 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 27.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 28.10.1993
Due Triple Valve: 01.09.1990
Last Single Car Test: 11.10.1989
Last Lift: 18.06.1981

04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘HANDBRAKE HANDLE’.
04.08.1989 Repair ‘HANDRAILS’.
04.08.1989 Repair ‘SIDE STEP’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1767 Y’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
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29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RG 1767 Y’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Repair ‘STEP’.
01.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RG 1767 Y’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE PULL ROD’.
05.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RG 1767 Y’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BEARERS’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1991 Repair ‘TOP CENTRE PLATE’.
15.02.1991 Repair ‘TRAIN PIPE’.
15.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RG 1767 Y’
18.02.1991 Repair ‘CENTRE SILL’.
18.02.1991 Repair ‘SIDE SILL’.
18.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RG 1767 Y’
02.10.1991 Repair ‘STEP’.
02.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1767 Y’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

11.09.1992 Repair ‘VEHICLE RECLASSIFY’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1767 Y’
20.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1993 Repair ‘HANDRAILS END’.
20.01.1993 Repair ‘STEP’.
20.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
26.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1993 Repair ‘STEP’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
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14.09.1993 Repair ‘BRAKE LEVER’.
28.10.1993 Repair ‘BRANCH PIPE’.

AZCF 1769

Details: wagon ‘AZCF 1769 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 11.12.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 29.09.1994
Last Brake Cylinder: 13.12.1993
Last Single Car Test: 13.12.1993
Last Lift: 21.08.1979

20.02.1990 Repair ‘HANDRAILS END’.
20.02.1990 Repair ‘STEP’.
20.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1769 J’
20.08.1990 Repair ‘HANDRAILS END’.
20.08.1990 Repair ‘STEP’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1769 J’
22.01.1992 Repair ‘STEP’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1769 J’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Repair ‘STEP’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1992 Repair ‘VEHICLE RECLASSIFY’.
02.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1769 J’
15.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BEARINGS’.
10.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1993 Repair ‘TOP CENTRE PLATE’.
10.12.1993 Repair ‘TOP CENTRE PLATE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

AZCF 1772

Details: wagon ‘AZCF 1772 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 03.01.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 08.05.1992
Last Single Car Test: 30.08.1991
Last Lift: 30.03.1983

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BEARERS’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘TOP CENTRE PLATE’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1772 J’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘TOP CENTRE PLATE’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1772 J’
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
06.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1772 J’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1772 J’
08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

AZCF 1774

Details: wagon ‘AZCF 1774 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 16.01.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.05.1993
Last Single Car Test: 04.12.1991
Last Lift: 25.10.1982

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1774 E’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘BRAKE PULL ROD’.
16.10.1990 Repair ‘CARD OR CLIP HOLDER’.
16.10.1990 Repair ‘SIDE BEARER’.
16.10.1990 Repair ‘TOP CENTRE PLATE’.
16.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1774 E’
17.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1774 E’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1774 E’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BODY COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘END FRAME MEMBER’.
28.11.1991 Repair ‘FLOOR COMPLETE’.
28.11.1991 Repair ‘TRAIN PIPE (END)’.
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AZCF 1785

Details: wagon ‘AZCF 1785 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 21.01.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 26.01.1993
Last Single Car Test: 27.04.1992
Last Lift: 23.03.1982

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘BRAKE LEVER’.
29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Repair ‘TRAIN PIPE (END)’.
29.08.1989 Repair ‘TRAIN PIPE’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1785 V’
21.06.1990 Repair ‘HANDRAILS END’.
21.06.1990 Repair ‘STEP’.
21.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1785 V’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB95’.
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07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1785 V’
11.02.1991 Repair ‘STEP’.
11.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1785 V’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 1785 V’
22.01.1992 Repair ‘STEP’.
18.02.1992 Repair ‘STEP’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘VEHICLE STENCILS’.
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

26.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.01.1993 Repair ‘HANDRAILS END’.
26.01.1993 Repair ‘STEP’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AZCF 3168

Details: wagon ‘AZCF 3168 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 12.03.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 20.05.1993
Due Triple Valve: 27.06.1989
Last Brake Cylinder: 27.06.1988
Last Single Car Test: 27.06.1988
Last Lift: 01.08.1980

19.02.1991 Repair ‘HANDRAILS’.
19.02.1991 Repair ‘STEP’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3168 C’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 3168 C’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

26.06.1992 Repair ‘BRAKE PULL ROD’.
26.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘HANDRAILS END’.
26.06.1992 Repair ‘STEP’.
26.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

20.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AZCF 3169

Details: wagon ‘AZCF 3169 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 13.08.1965
Operating System: AN
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Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 27.08.1992
Last Single Car Test: 01.09.1992
Last Lift: 09.09.1981

24.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3169 L’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3169 L’
12.09.1991 Repair ‘STEP’.
12.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3169 L’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 3169 L’
22.01.1992 Repair ‘END BRAKE COCK’.
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘STEP’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1992 Repair ‘BOGIE COMPLETE’.
27.08.1992 Repair ‘BRAKE PULL ROD’.
27.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1992 Repair ‘TOP CENTRE PLATE’.
27.08.1992 Repair ‘TRAIN PIPE (END)’.
27.08.1992 Repair ‘TRAIN PIPE’.
27.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1992 Repair ‘YOKE CARRIER’.
27.08.1992 Repair ‘YOKE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.
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AZCF 3170

Details: wagon ‘AZCF 3170 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 27.08.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.09.1993
Last Lift: 04.09.1981

24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 3170 H’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

04.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1992 Repair ‘HANDBRAKE HANDLE’.
04.06.1992 Repair ‘HANDRAILS END’.
04.06.1992 Repair ‘STEP’.
04.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

14.09.1993 Repair ‘BRAKE BLOCK RB95’.
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AZCF 3171

Details: wagon ‘AZCF 3171 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8660
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 28.02.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Due Triple Valve: 24.08.1994
Last Single Car Test: 24.08.1993
Last Lift: 02.10.1985

07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB95’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3171 Q’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 3171 Q’
30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.

FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Repair ‘STEP’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF

4788



2.184. Wagon classification starting with ‘AZC’

1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRAKE CONTROL PIPE’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.08.1993 Repair ‘TRAIN PIPE’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.

AZCF 3175

Details: wagon ‘AZCF 3175 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 26.07.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Last Single Car Test: 16.11.1993
Last Lift: 04.11.1981

27.06.1990 Repair ‘EMPTY LOAD VALVE’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3175 G’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
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30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RGC 3175 G’

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘COUPLER COMPLETE’.
26.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘HANDRAILS END’.
26.06.1992 Repair ‘STEP’.
26.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘BRAKE LEVER’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.

AZCF 3178

Details: wagon ‘AZCF 3178 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 21.02.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 25.02.1993
Last Lift: 17.05.1979

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3178 K’
30.04.1991 Repair ‘SIDE COMPLETE’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 3178 K’
24.09.1991 Alteration complete ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGC 3178 K’
30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT

HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘HANDRAILS END’.
11.05.1992 Repair ‘STEP’.
11.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘VEHICLE COMPLETE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
22.01.1993 Alteration ‘PLEASE COMPLETELY REMOVE END STAUNCHIONS FROM

EACH VEHICLE LISTED. AZCF
1592,1593,1594,1596,1602,1615,1621,1624,1628,1629,1641,1648,1654,
1659,1671,1682,1685,1687,1688,1693,1753,1759,1760,1772,3168,3169,3170,
3171,3175,3178. (RS4768)’.

25.02.1993 Repair ‘VEHICLE COMPLETE’.

AZCF 3221

Details: wagon ‘AZCF 3221 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 82A
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Date Built: 04.04.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFGF;CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 14.05.1992
Due Triple Valve: 19.01.1988
Last Single Car Test: 23.10.1991
Last Lift: 24.07.1986

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.

29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3221 A’
06.02.1990 Repair ‘STEP’.
06.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3221 A’
28.02.1990 Repair ‘HANDBRAKE HANDLE’.
28.02.1990 Repair ‘HANDRAILS END’.
28.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3221 A’
13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFGF 3221 A’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3221 A’
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3221 A’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘BRAKE LEVER’.
22.10.1991 Repair ‘COUPLER COMPLETE’.
22.10.1991 Repair ‘DRAFT GEAR POCKET’.
22.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.10.1991 Repair ‘HANDRAILS END’.
22.10.1991 Repair ‘SIDE BEARER’.
22.10.1991 Repair ‘STEP’.
22.10.1991 Repair ‘TRAIN PIPE (END)’.
22.10.1991 Repair ‘YOKE COMPLETE’.
22.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 3221 A’
18.03.1992 Alteration complete ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT

WAGONS TO ‘AZCF‘. RG
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1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761, 1767,1769,
RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration complete ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON.
FIT HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

14.05.1992 Repair ‘VEHICLE RECLASSIFY’.
14.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFGF 3221 A’

AZCL 1643

Details: wagon ‘AZCL 1643 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 28.06.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC
BSG Code: DBFT

Capacity of 56 tonnes

Fleet Grp Code: AH
Return to Service Date: 31.12.1994
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 09.09.1988
Last Single Car Test: 01.02.1994
Last Lift: 08.12.1981

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFOF 1643 F’
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘AFOF 1643 F’
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16.05.1990 Repair ‘HANDBRAKE HANDLE’.
16.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFOF 1643 F’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.06.1990 Repair ‘HANDRAILS END’.
14.06.1990 Repair ‘STEP’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFOF 1643 F’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘EMPTY LOAD VALVE’.
26.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFOF 1643 F’
15.06.1992 Alteration complete ‘CONVERT AFOF 1643 AND ONE (1) OTHER

VEHICLE TO BE CHOSEN FROM ‘AZCF’ AND ADVISED TO ‘AZCL’ WAGONS.
WORK REQUIRED WILL BE : FIT SHUNTERS END STEPS, SIDE STEPS,
HANDRAILS. RELOCATE HANDBRAKE AND PULLRODS TO CLEAR BOGIES.
FIT BOGIES FOR BROAD GAUGE OPERATION. AFOF 1643 AND (1) AZCF.
(RS4707)’. New class: ‘AZCL’.

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BRAKE PULL ROD’.
06.08.1992 Repair ‘CENTRE SILL’.
06.08.1992 Repair ‘END FRAME MEMBER’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1992 Repair ‘HANDBRAKE HANDLE’.
06.08.1992 Repair ‘HANDRAILS END’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFOF 1643 F’
13.02.1993 Repair ‘BOGIE COMPLETE’.
13.02.1993 Repair ‘BRAKE LEVER’.
13.02.1993 Repair ‘BRAKE PULL ROD’.
13.02.1993 Repair ‘BRANCH PIPE’.
13.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1993 Repair ‘STEP’.
13.02.1993 Repair ‘TRAIN PIPE (END)’.
13.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
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01.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

AZCL 1751

Details: wagon ‘AZCL 1751 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 13.09.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 13.04.1995
Due Triple Valve: 21.09.1994
Last Triple Valve: 05.06.1993
Last Brake Cylinder: 05.06.1993
Last Single Car Test: 21.09.1993
Last Lift: 02.12.1986

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘BRAKE LEVER’.
25.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1751 H’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1751 H’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RGC 1751 H’

04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD
GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RGC 1751 H’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1991 Repair ‘HANDBRAKE HANDLE’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘TOP CENTRE PLATE’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE CONTROL PIPE’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘BRANCH PIPE’.
15.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.09.1993 Repair ‘HOSE FITTINGS’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.

AZCL 1762

Details: wagon ‘AZCL 1762 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 08.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGB;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 22.03.1996
Due Triple Valve: 10.09.1992
Last Brake Cylinder: 11.01.1990
Last Single Car Test: 24.06.1993
Last Lift: 26.06.1981

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘HANDRAILS’.
11.01.1990 Repair ‘HANDRAILS END’.
11.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1990 Repair ‘STEP’.
11.01.1990 Repair ‘TRAIN PIPE’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RGC 1762 B’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1762 B’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

10.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RGC 1762 B’
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22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RGC 1762 B’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1991 Repair ‘HANDBRAKE HANDLE’.
06.09.1991 Repair ‘HANDRAILS END’.
06.09.1991 Repair ‘STEP’.
06.09.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE CONTROL PIPE’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1994 Repair ‘BRAKE PULL ROD’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE RECLASSIFY’.

AZCL 1768

Details: wagon ‘AZCL 1768 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 11.12.1963
Operating System: AN
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Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 09.02.1995
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 10.11.1988
Last Single Car Test: 01.02.1994
Last Lift: 10.12.1982

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD
GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
25.02.1992 Repair ‘BRAKE PULL ROD’.
25.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1992 Repair ‘HANDRAILS END’.
25.02.1992 Repair ‘PARTITION’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘STEP’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Repair ‘VEHICLE STENCILS’.
25.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFOF 1768 E’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘BRAKE LEVER’.
09.06.1992 Repair ‘LASHING POINT’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘EMPTY LOAD VALVE’.
05.08.1992 Repair ‘TRAIN PIPE (END)’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
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AZCL 1771

Details: wagon ‘AZCL 1771 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 17.12.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFOF;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 31.12.1994
Due Triple Valve: 05.04.1994
Last Brake Cylinder: 24.05.1993
Last Lift: 27.08.1982

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD
GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
25.02.1992 Repair ‘BRAKE PULL ROD’.
25.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1992 Repair ‘HANDRAILS END’.
25.02.1992 Repair ‘PARTITION’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘STEP’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Repair ‘VEHICLE STENCILS’.
25.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFOF 1771 S’
17.03.1993 Repair ‘BRAKE PULL ROD’.
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17.03.1993 Repair ‘BRANCH PIPE’.
17.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.05.1993 Repair ‘HANDBRAKE HANDLE’.
15.05.1993 Repair ‘HANDRAILS END’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘HANDRAILS END’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1993 Repair ‘BRAKE PULL ROD’.
19.06.1993 Repair ‘COUPLER KNUCKLE’.
19.06.1993 Repair ‘EMPTY LOAD VALVE’.
19.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

AZCL 1783

Details: wagon ‘AZCL 1783 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6920
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 16.01.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 08.02.1995
Last Single Car Test: 16.02.1994
Last Lift: 01.11.1982
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02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘END FRAME MEMBER’.
02.08.1989 Repair ‘TOP CENTRE PLATE’.
02.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1783 D’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1783 D’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RGC 1783 D’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘END BRAKE COCK’.
18.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1991 Repair ‘HANDBRAKE HANDLE’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
11.09.1993 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘BRAKE LEVER’.
11.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1993 Repair ‘HANDBRAKE HANDLE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
18.01.1994 Repair ‘END BRAKE COCK’.
18.01.1994 Repair ‘TRAIN PIPE’.
18.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BRAKE LEVER’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
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AZCL 1828

Details: wagon ‘AZCL 1828 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8630
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 28.10.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 31.12.1994
Due Triple Valve: 19.06.1994
Last Brake Cylinder: 19.06.1993
Last Single Car Test: 21.10.1993
Last Lift: 07.12.1981

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1828 V’
15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Repair ‘STEP’.
15.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1828 V’
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1828 V’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RG 1828 V’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BRAKE PULL ROD’.
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12.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘HANDBRAKE HANDLE’.
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Repair ‘STEP’.
12.09.1991 Repair ‘STRIKING CASTING’.
12.09.1991 Repair ‘VEHICLE COMPLETE’.
12.09.1991 Repair ‘VEHICLE STENCILS’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1992 Repair ‘SIDE BEARER’.
14.05.1992 Repair ‘VEHICLE STENCILS’.
24.05.1993 Repair ‘VEHICLE COMPLETE’.
19.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1993 Repair ‘BRAKE CONTROL PIPE’.
19.06.1993 Repair ‘BRAKE LEVER’.
19.06.1993 Repair ‘BRAKE PULL ROD’.
19.06.1993 Repair ‘BRANCH PIPE’.
19.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.06.1993 Repair ‘COUPLER KNUCKLE’.
19.06.1993 Repair ‘EMPTY LOAD VALVE’.
19.06.1993 Repair ‘END BRAKE COCK’.
19.06.1993 Repair ‘END HOSE’.
19.06.1993 Repair ‘GRADE CONTROL VALVE’.
19.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1993 Repair ‘TRAIN PIPE (END)’.
19.06.1993 Repair ‘TRAIN PIPE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

AZCL 1830

Details: wagon ‘AZCL 1830 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8630
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 05.11.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 31.12.1994
Due Triple Valve: 24.09.1992
Last Brake Cylinder: 27.06.1988
Last Single Car Test: 24.09.1991
Last Lift: 01.08.1984

03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Repair ‘HANDBRAKE HANDLE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1830 D’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1990 Repair ‘TRAIN PIPE’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1830 D’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RG 1830 D’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BODY COMPLETE’.
23.09.1991 Repair ‘BRAKE PULL ROD’.
23.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.09.1991 Repair ‘END BRAKE COCK’.
23.09.1991 Repair ‘HANDRAILS END’.
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23.09.1991 Repair ‘STEP’.
23.09.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
13.02.1993 Repair ‘BOGIE COMPLETE’.
13.02.1993 Repair ‘BRAKE LEVER’.
13.02.1993 Repair ‘BRAKE PULL ROD’.
13.02.1993 Repair ‘BRANCH PIPE’.
13.02.1993 Repair ‘END HOSE’.
13.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1993 Repair ‘STEP’.
13.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘BRAKE PULL ROD’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

AZCL 1831

Details: wagon ‘AZCL 1831 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 01.10.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 16.03.1995
Due Triple Valve: 11.05.1995
Last Brake Cylinder: 01.02.1994
Last Single Car Test: 01.02.1994
Last Lift: 16.01.1987

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1831 V’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RGC 1831 V’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1991 Repair ‘END BRAKE COCK’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘HANDBRAKE HANDLE’.
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Repair ‘STEP’.
12.09.1991 Repair ‘TOP CENTRE PLATE’.
12.09.1991 Repair ‘VEHICLE COMPLETE’.
12.09.1991 Repair ‘VEHICLE STENCILS’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRANCH PIPE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BRAKE LEVER’.
04.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
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AZCL 1832

Details: wagon ‘AZCL 1832 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8630
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 01.10.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 15.08.1996
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 01.02.1994
Last Single Car Test: 01.02.1994
Last Lift: 22.08.1979

10.10.1989 Repair ‘HANDRAILS’.
10.10.1989 Repair ‘STEP’.
10.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RG 1832 V’
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RG 1832 V’
08.03.1990 Repair ‘HANDRAILS’.
08.03.1990 Repair ‘STEP’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RG 1832 V’
20.06.1990 Repair ‘STEP’.
20.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1832 V’
20.08.1990 Repair ‘CARD OR CLIP HOLDER’.
20.08.1990 Repair ‘STEP’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1832 V’
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1832 V’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

4808



2.184. Wagon classification starting with ‘AZC’

05.08.1991 Repair ‘EMPTY LOAD VALVE’.
05.08.1991 Repair ‘STEP’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1832 V’
22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RG 1832 V’
03.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1991 Repair ‘HANDRAILS’.
03.09.1991 Repair ‘STEP’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1994 Repair ‘BRANCH PIPE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘WHEEL SET’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘HAND RELEASE (AIR)’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

AZCL 1833

Details: wagon ‘AZCL 1833 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8630
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 08.10.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 09.02.1995
Due Triple Valve: 01.02.1995
Last Single Car Test: 01.02.1994
Last Lift: 14.03.1980

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘BRANCH PIPE’.
04.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1833 H’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

16.08.1991 Repair ‘STEP’.
16.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RG 1833 H’
22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RG 1833 H’
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘END HOSE’.
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Repair ‘STEP’.
12.09.1991 Repair ‘TOP CENTRE PLATE’.
12.09.1991 Repair ‘VEHICLE COMPLETE’.
12.09.1991 Repair ‘VEHICLE STENCILS’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘BRAKE LEVER’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE CONTROL PIPE’.
11.09.1993 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘BRAKE LEVER’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
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31.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.

AZCL 1835

Details: wagon ‘AZCL 1835 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8240
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 03.11.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 15.08.1996
Due Triple Valve: 11.05.1995
Last Single Car Test: 18.09.1991
Last Lift: 25.10.1982

07.09.1990 Repair ‘HANDBRAKE HANDLE’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1835 L’
19.02.1991 Repair ‘STEP’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1835 L’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RGC 1835 L’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
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18.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.09.1991 Repair ‘END HOSE’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘TOP CENTRE PLATE’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
22.03.1994 Repair ‘HANDBRAKE HANDLE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

AZCL 1840

Details: wagon ‘AZCL 1840 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8630
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 29.10.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RG;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 13.04.1995
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 07.08.1990
Last Single Car Test: 01.02.1994
Last Lift: 11.06.1979

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.10.1989 Repair ‘BRANCH PIPE’.
31.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.10.1989 Repair ‘HANDRAILS’.
31.10.1989 Repair ‘HANDRAILS END’.
31.10.1989 Repair ‘SIDE BEARER’.
31.10.1989 Repair ‘STEP’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1989 Repair ‘WEAR PLATES & SADDLES’.
31.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RG 1840 L’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘STEP’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RG 1840 L’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RG 1840 L’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1991 Repair ‘HANDBRAKE HANDLE’.
06.09.1991 Repair ‘HANDRAILS END’.
06.09.1991 Repair ‘STEP’.
06.09.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
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AZCL 1843

Details: wagon ‘AZCL 1843 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 01.01.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX AFGF;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WK
Return to Service Date: 02.02.1995
Last Brake Cylinder: 15.03.1988
Last Single Car Test: 01.02.1994
Last Lift: 12.04.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.09.1989 Repair ‘HANDRAILS END’.
27.09.1989 Repair ‘STEP’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1843 S’
11.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1843 S’
27.06.1990 Repair ‘HANDRAILS END’.
27.06.1990 Repair ‘STEP’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1843 S’
22.10.1990 Repair ‘HANDRAILS END’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFGF 1843 S’
26.05.1991 Repair ‘HANDRAILS END’.
26.05.1991 Repair ‘STEP’.
26.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFGF 1843 S’
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04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD
GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

23.08.1991 Repair ‘HANDRAILS END’.
23.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFGF 1843 S’
04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFGF 1843 S’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE LEVER’.
18.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1991 Repair ‘HANDBRAKE HANDLE’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Repair ‘STEP’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
26.06.1992 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1993 Repair ‘STEP’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘BRAKE LEVER’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.

AZCL 1845

Details: wagon ‘AZCL 1845 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8240
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 26.11.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 31.12.1994
Due Triple Valve: 11.05.1995
Last Triple Valve: 04.06.1993
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 01.02.1994
Last Lift: 02.09.1986

16.02.1990 Repair ‘STEP’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1845 T’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGC 1845 T’
04.07.1991 Alteration complete ‘CONVERT 14 NO. ‘RGC’ VEHICLES FOR BROAD

GAUGE A/C CONCRETE SLEEPER PROJECT. FIT SHUNTERS END & SIDE
STEPS, HANDRAILS & TOP OPERATED HAND- BRAKE. RELOCATE
HANDBRAKE & PULLROD TO CLEAR BOGIES. FIT 50T BOGIES & RECLASSIFY
TO ‘AZCL‘. MULTIHOLE PULL RODS TO BE FITTED. RGC 1845 + 13 NO.
OTHERS TO BE SELECTED. (RS4615)’. New class: ‘AZCL’.

05.07.1991 Repair ‘BRAKE LEVER’.
05.07.1991 Repair ‘BRAKE PULL ROD’.
05.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1991 Repair ‘HANDBRAKE HANDLE’.
05.07.1991 Repair ‘HANDRAILS’.
05.07.1991 Repair ‘STEP’.
05.07.1991 Repair ‘VEHICLE RECLASSIFY’.
05.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RGC 1845 T’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.09.1991 Repair ‘END BRAKE COCK’.
06.09.1991 Repair ‘END HOSE’.
06.09.1991 Repair ‘HANDRAILS END’.
06.09.1991 Repair ‘STEP’.
06.09.1991 Repair ‘TOP CENTRE PLATE’.
06.09.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
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04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

AZCL 3172

Details: wagon ‘AZCL 3172 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8290
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 156
Date Built: 26.07.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGC
BSG Code: DBFT

Capacity of 56 tonnes

Fleet Grp Code: AH
Return to Service Date: 28.05.1996
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 10.11.1988
Last Single Car Test: 01.02.1994
Last Lift: 17.12.1981
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

15.06.1992 Alteration complete ‘CONVERT AFOF 1643 AND ONE (1) OTHER
VEHICLE TO BE CHOSEN FROM ‘AZCF’ AND ADVISED TO ‘AZCL’ WAGONS.
WORK REQUIRED WILL BE : FIT SHUNTERS END STEPS, SIDE STEPS,
HANDRAILS. RELOCATE HANDBRAKE AND PULLRODS TO CLEAR BOGIES.
FIT BOGIES FOR BROAD GAUGE OPERATION. AFOF 1643 AND (1) AZCF.
(RS4707)’. New class: ‘AZCL’.

11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE PULL ROD’.
11.08.1992 Repair ‘CENTRE SILL’.
11.08.1992 Repair ‘END FRAME MEMBER’.
11.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1992 Repair ‘HANDBRAKE HANDLE’.
11.08.1992 Repair ‘HANDRAILS END’.
11.08.1992 Repair ‘SIDE SILL’.
11.08.1992 Repair ‘STEP’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AFOF 3172 U’
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.01.1994 Repair ‘END BRAKE COCK’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

AZCY 17

28.01.1988 Reclassified from wagon ‘AZCY 17 D’ to ’ wagon ‘AZCF 1 D’.

2.185 Wagon classification starting with ‘AZD’

AZDP 123

Details: wagon ‘AZDP 123 S’ in AN ‘Mainland Division’.

Owner: AN
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2.185. Wagon classification starting with ‘AZD’

Operator: E
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $68780
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 99
Date Built: 19.12.1963
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 24.09.94
BSG Code: DSZZ

Capacity of 40.2 tonnes

Fleet Grp Code: AH PD PZ
Return to Service Date: 24.09.1994
Last Triple Valve: 19.02.1992
Last Brake Cylinder: 06.01.1989
Last Lift: 29.07.1983

08.09.1983 Alteration complete ‘CONVERT EXISTING AVDY 123 BRAKEVAN TO AZDY
123X COMPOSITE BREAKDOWN CAR. (C2036)’.

18.01.1988 Alteration complete ‘RECLASSIFY AZDY TO AZDP - REFER RS4231
(RS3075)’. New class: ‘AZDP’.

14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE CLEARANCE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1992 Repair ‘END COMPLETE’.
14.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1992 Repair ‘YOKE COMPLETE’.
14.02.1992 Repair ‘YOKE PIN’.
24.09.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZDP 8169

Details: wagon ‘AZDP 8169 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 17.1m
Tare Weight: 29.2tonne
Current Gauge: Standard
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $21460
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-11
Date Built: 29.12.1922
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 12.03.94
BSG Code: DBZZ

Capacity of 4 sleeping

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Return to Service Date: 11.03.1994
Last Lift: 01.12.1977

29.08.1988 Alteration complete ‘FIT ROLLER BEARING BOGIES TO ACCIDENT
KITCHEN VAN ‘ESV 8169‘. RECLASSIFY AZDP 8169Y. (RS4319)’. New class:
‘AZDP’.

02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘VEHICLE RECLASSIFY’.
02.03.1990 Issued at location ‘Mount gambier’ with a previous code of wagon

‘ESV 8169 R’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZDY 123

06.01.1989 Reclassified from wagon ‘AZDY 123 X’ to ’ wagon ‘AZDP 123 S’.

2.186 Wagon classification starting with ‘AZF’

AZFA 2032

Details: wagon ‘AZFA 2032 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown

Train Speed Restriction when attached‘
Diagram Book Page No.: NS162/3

4820



2.186. Wagon classification starting with ‘AZF’

Date Built: 05.12.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AQSY;SEMI TRAILER LOADING RAMP
BSG Code: DSFZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH PC
Return to Service Date: 12.09.1995
Due Triple Valve: 01.08.1994
Last Triple Valve: 30.05.1989
Last Single Car Test: 22.09.1988
Last Lift: 13.03.1981

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘END BRAKE COCK’.
02.08.1989 Repair ‘END HOSE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Repair ‘VEHICLE RENUMBERED’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2032 Q’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2032 Q’
12.09.1989 Repair ‘HANDRAILS END’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2032 Q’
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2032 Q’
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Alteration complete “AQSY‘2032Q TO BE RECLASSIFIED TO ‘AZFA‘2032Y

AND MODIFIED FOR SEMI- TRAILER LOADING. (1)FIT FLAPS, FOOTSTEPS
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AND HANDBRAKE. (NOTE] NO AIR BRAKE) (2)STENCIL WAGON ‘ISLINGTON
FREIGHT TERMINAL USE ONLY’ (RS4549)’. New class: ‘AZFA’.

20.11.1990 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘TRAIN PIPE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1992 Repair ‘COUPLER KNUCKLE’.
08.01.1992 Repair ‘STRIKING CASTING’.
08.01.1992 Repair ‘TRAIN PIPE’.
10.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
12.03.1992 Repair ‘HANDRAILS’.
12.03.1992 Repair ‘HANDRAILS END’.
08.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.11.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
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AZFA 2360

Details: wagon ‘AZFA 2360 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown

Train Speed Restriction when attached‘
Diagram Book Page No.: NS 163
Date Built: 01.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AQMP;SEMI TRAILER LOADING FLAT
BSG Code: DSFZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 23.06.1995
Last Brake Cylinder: 15.07.1988
Last Lift: 18.11.1981

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

09.03.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘END BRAKE COCK’.
04.07.1990 Repair ‘END HOSE’.
04.07.1990 Repair ‘TRAIN PIPE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.02.1992 Repair ‘VEHICLE COMPLETE’.
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04.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.07.1992 Repair ‘TRAIN PIPE’.
24.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.

AZFA 8617

Details: wagon ‘AZFA 8617 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 27.08.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA;BROKEN BACK;ISL WORKS ONLY
BSG Code: DBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WL
Return to Service Date: 24.11.1992
Last Lift: 27.07.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

14.02.1990 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
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24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘STEP’.

AZFA 8653

28.06.1989 Reclassified from wagon ‘AZFA 8653 C’ to ’ wagon ‘AZFF 8653 W’.

AZFA 8658

17.09.1992 Reclassified from wagon ‘AZFA 8658 B’ to ’ wagon ‘AZFF 8658 V’.

AZFF

23.10.1991 Reclassified from wagon ‘AZFF D’ to ’ wagon ‘AZFF 15 K’.

AZFF 1

25.06.1990 Reclassified from wagon ‘AZFF 1 M’ to ’ wagon ‘AZFF 101 T’.

AZFF 2

11.11.1988 Reclassified from wagon ‘AZFF 2 V’ to ’ wagon ‘AZFF 12 G’.
25.06.1990 Reclassified from wagon ‘AZFF 2 V’ to ’ wagon ‘AZFF 102 F’.

AZFF 3

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

25.06.1990 Reclassified from wagon ‘AZFF 3 H’ to ’ wagon ‘AZFF 103 Y’.
01.08.1990 Repair ‘VEHICLE RECLASSIFY’.
01.08.1990 Issued at location ‘Stirling North’ with a previous code of wagon ‘SFC 3 V’
02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZFF 4

Details: wagon ‘AZFF 4 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
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Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFC;CCE USE
BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 11.11.1988
Last Single Car Test: 02.11.1988
Last Lift: 01.05.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

AZFF 5

Details: wagon ‘AZFF 5 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFC
BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 14.06.1990

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘SFC 5 Q’

AZFF 6

24.09.1991 Reclassified from wagon ‘AZFF 6 L’ to ’ wagon ‘AZFF 16 T’.
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AZFF 11

Details: wagon ‘AZFF 11 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFLC;CCE USE
BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.11.1988
Last Single Car Test: 02.11.1988
Last Lift: 01.08.1984

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

AZFF 12

Details: wagon ‘AZFF 12 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFLC;CCE USE
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BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Last Lift: 09.12.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

27.09.1989 Repair ‘DOOR COVERING’.
27.09.1989 Repair ‘HANDRAILS’.
27.09.1989 Repair ‘SIDE BOARDS’.
27.09.1989 Repair ‘SIDE STEP’.

AZFF 13

Details: wagon ‘AZFF 13 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: TRACK PANELS
Remarks: EX AQAY;ALS ACCIDENT TRAIN
BSG Code: DBFZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 12.06.1992
Last Brake Cylinder: 13.11.1991
Last Single Car Test: 10.01.1990
Last Lift: 19.03.1984

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE PULL ROD’.
01.11.1989 Repair ‘STEP’.
01.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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01.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQAY 15 H’

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 15 H’
20.12.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO S.G. BOGIES OF

(6) NO. ‘AQAL/AQAX’ WAGONS IN ACCORDANCE WITH ME STANDARD R31
AND RECLASSIFY TO ‘AQAY’ WAGONS. STENCIL ‘NOT TO EXCEED 80 KM/H
ON ANGASTON LINE’ ON WAGON, AND ‘FOR AQAY WAGONS ONLY’ ON S.G.
BOGIES FITTED WITH RSB‘S. 6 NO. AQAL/AQAX TO BE SELECTED. (RS4469)’.
New class: ‘AQAY’.

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE ADAPTER’.
08.01.1990 Repair ‘BOGIE COMPLETE’.
08.01.1990 Repair ‘BRAKE LEVER’.
08.01.1990 Repair ‘BRAKE PULL ROD’.
08.01.1990 Repair ‘COUPLER COMPLETE’.
08.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1990 Repair ‘SIDE BEARER’.
08.01.1990 Repair ‘TOP CENTRE PLATE’.
08.01.1990 Repair ‘VEHICLE RECLASSIFY’.
08.01.1990 Repair ‘YOKE COMPLETE’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQAY 15 H’
11.01.1990 Repair ‘VEHICLE STENCILS’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQAY 15 H’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BEARERS’.
23.03.1990 Repair ‘SIDE BEARER’.
23.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQAY 15 H’
27.03.1990 Repair ‘RELAY VALVE’.
27.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 15 H’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQAY 15 H’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BRAKE PULL ROD’.
05.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQAY 15 H’
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQAY 15 H’
15.11.1990 Repair ‘WHEEL SET’.
15.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
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‘AQAY 15 H’
17.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1990 Repair ‘WHEEL SET’.
17.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 15 H’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQAY 15 H’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘STANCHION’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 15 H’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘TRAIN PIPE’.
26.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQAY 15 H’
08.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQAY 15 H’
22.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQAY 15 H’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1991 Repair ‘VEHICLE COMPLETE’.
13.11.1991 Repair ‘WHEEL SET’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 15 H’
12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Repair ‘VEHICLE RENUMBERED’.
12.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQAY 15 H’

AZFF 14

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

01.08.1989 Repair ‘STEP’.
30.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1989 Repair ‘STEP’.
30.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRANCH PIPE’.
05.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.12.1989 Repair ‘END HOSE’.
05.12.1989 Repair ‘TRAIN PIPE (END)’.
05.12.1989 Repair ‘TRAIN PIPE’.
13.02.1990 Repair ‘HANDBRAKE HANDLE’.
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02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘STEP’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZFF 15

Details: wagon ‘AZFF 15 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFLC5;CCE USE
BSG Code: DSFZ

Capacity of 23 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 23.10.1991
Last Lift: 01.08.1985

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

23.10.1991 Repair ‘VEHICLE RECLASSIFY’.
23.10.1991 Repair ‘VEHICLE RENUMBERED’.
23.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZFF D’

AZFF 16

Details: wagon ‘AZFF 16 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFLC;CCE USE
BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 17.08.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘TRAIN PIPE’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AZFF 6 L’
24.09.1991 Repair ‘VEHICLE RENUMBERED’.
24.09.1991 Issued at location ‘Long Plains’ with a previous code of wagon ‘AZFF 6 L’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 17

Details: wagon ‘AZFF 17 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFLC;CCE USE

4832



2.186. Wagon classification starting with ‘AZF’

BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.11.1993
Last Lift: 01.01.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Repair ‘VEHICLE RENUMBERED’.
01.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon ‘SFLC 7 E’
12.02.1991 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Repair ‘HANDRAILS END’.

AZFF 18

Details: wagon ‘AZFF 18 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5880
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFLC;CCE USE
BSG Code: DSFZ

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.11.1989
Last Lift: 17.06.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

02.11.1989 Repair ‘VEHICLE RECLASSIFY’.
02.11.1989 Repair ‘VEHICLE RENUMBERED’.
02.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘SFLC 8 N’
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AZFF 101

14.03.1989 Alteration complete ‘FIT 50 T BROAD GAUGE RIDE CONTROL BOGIES
ON (2) ‘AFFA’ FLAT WAGONS FOR ACCIDENT TRAIN AND RECLASSIFY ‘AZFF‘.
WAGON TO BE STENCILLED ‘ACCIDENT TRAIN - TAILEM BEND’. AFFA 8508 &
8610. (RS4392)’. New class: ‘AZFF’.

22.01.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 1 M’
25.01.1990 Repair ‘VEHICLE RECLASSIFY’.
25.01.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 1 M’
25.06.1990 Repair ‘VEHICLE RECLASSIFY’.
25.06.1990 Repair ‘VEHICLE RENUMBERED’.
25.06.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 1 M’
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AZFF 102

14.03.1989 Alteration complete ‘FIT 50 T BROAD GAUGE RIDE CONTROL BOGIES
ON (2) ‘AFFA’ FLAT WAGONS FOR ACCIDENT TRAIN AND RECLASSIFY ‘AZFF‘.
WAGON TO BE STENCILLED ‘ACCIDENT TRAIN - TAILEM BEND’. AFFA 8508 &
8610. (RS4392)’. New class: ‘AZFF’.

22.01.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 2 V’
25.01.1990 Repair ‘VEHICLE RECLASSIFY’.
25.01.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 2 V’
25.06.1990 Repair ‘VEHICLE RENUMBERED’.
25.06.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 2 V’
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AZFF 103

14.03.1989 Alteration complete ‘FIT 50 T BROAD GAUGE RIDE CONTROL BOGIES
ON (2) ‘AFFA’ FLAT WAGONS FOR ACCIDENT TRAIN AND RECLASSIFY ‘AZFF‘.
WAGON TO BE STENCILLED ‘ACCIDENT TRAIN - TAILEM BEND’. AFFA 8508 &
8610. (RS4392)’. New class: ‘AZFF’.

22.01.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 3 H’
25.01.1990 Repair ‘VEHICLE RECLASSIFY’.
25.01.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 3 H’
25.06.1990 Repair ‘VEHICLE RENUMBERED’.
25.06.1990 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZFF 3 H’
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AZFF 114

Details: wagon ‘AZFF 114 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
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Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQAY;CCE USE
BSG Code: DBFQ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 30.06.1992
Due Triple Valve: 27.02.1991
Last Triple Valve: 05.03.1990
Last Single Car Test: 11.01.1990
Last Lift: 13.03.1984
Cont Connector Type:] S
Cont Max Slots: 2

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘TRAIN PIPE (END)’.
01.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BRANCH PIPE’.
27.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
20.12.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO S.G. BOGIES OF

(6) NO. ‘AQAL/AQAX’ WAGONS IN ACCORDANCE WITH ME STANDARD R31
AND RECLASSIFY TO ‘AQAY’ WAGONS. STENCIL ‘NOT TO EXCEED 80 KM/H
ON ANGASTON LINE’ ON WAGON, AND ‘FOR AQAY WAGONS ONLY’ ON S.G.
BOGIES FITTED WITH RSB‘S. 6 NO. AQAL/AQAX TO BE SELECTED. (RS4469)’.
New class: ‘AQAY’.

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘SIDE BEARER’.
11.01.1990 Repair ‘VEHICLE RECLASSIFY’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQAY 14 V’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRANCH PIPE’.
24.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1990 Repair ‘TRAIN PIPE’.
24.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 14 V’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1990 Repair ‘TRAIN PIPE’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘SIDE BEARER’.
02.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BEARERS’.
13.11.1990 Repair ‘SIDE BEARER’.
13.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 14 V’
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQAY 14 V’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRANCH PIPE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 14 V’
30.06.1992 Repair ‘VEHICLE RECLASSIFY’.
30.06.1992 Repair ‘VEHICLE RENUMBERED’.
30.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQAY 14 V’

AZFF 116

Details: wagon ‘AZFF 116 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQAY;CCE USE
BSG Code: DBFQ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 15.03.1983
Cont Connector Type:] S
Cont Max Slots: 2

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

20.12.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO S.G. BOGIES OF
(6) NO. ‘AQAL/AQAX’ WAGONS IN ACCORDANCE WITH ME STANDARD R31
AND RECLASSIFY TO ‘AQAY’ WAGONS. STENCIL ‘NOT TO EXCEED 80 KM/H
ON ANGASTON LINE’ ON WAGON, AND ‘FOR AQAY WAGONS ONLY’ ON S.G.
BOGIES FITTED WITH RSB‘S. 6 NO. AQAL/AQAX TO BE SELECTED. (RS4469)’.
New class: ‘AQAY’.

25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQAY 16 Q’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘STANCHION’.
10.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘TOP CENTRE PLATE’.
30.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘TOP CENTRE PLATE’.
02.07.1991 Repair ‘TOP CENTRE PLATE’.
02.07.1991 Repair ‘WEAR PLATES & SADDLES’.
02.07.1991 Repair ‘WEAR PLATES & SADDLES’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
14.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQAY 16 Q’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘TOP CENTRE PLATE’.
15.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 16 Q’
30.06.1992 Repair ‘VEHICLE RECLASSIFY’.
30.06.1992 Repair ‘VEHICLE RENUMBERED’.
30.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQAY 16 Q’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 117

Details: wagon ‘AZFF 117 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQAY;CCE USE
BSG Code: DBFQ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Brake Cylinder: 25.11.1991
Last Single Car Test: 25.11.1992
Last Lift: 08.04.1983
Cont Connector Type:] S
Cont Max Slots: 2

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘END BRAKE COCK’.
29.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
20.12.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO S.G. BOGIES OF

(6) NO. ‘AQAL/AQAX’ WAGONS IN ACCORDANCE WITH ME STANDARD R31
AND RECLASSIFY TO ‘AQAY’ WAGONS. STENCIL ‘NOT TO EXCEED 80 KM/H
ON ANGASTON LINE’ ON WAGON, AND ‘FOR AQAY WAGONS ONLY’ ON S.G.
BOGIES FITTED WITH RSB‘S. 6 NO. AQAL/AQAX TO BE SELECTED. (RS4469)’.
New class: ‘AQAY’.

03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQAY 17 C’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
16.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1990 Repair ‘SIDE BEARER’.
16.01.1990 Repair ‘VEHICLE RECLASSIFY’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQAY 17 C’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘STEP’.
27.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘CEMENT WAG. CONES’.
07.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
19.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
03.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
12.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1991 Repair ‘HANDBRAKE HANDLE’.
12.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQAY 17 C’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
25.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BRAKE PULL ROD’.
21.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 17 C’
30.06.1992 Repair ‘VEHICLE RECLASSIFY’.
30.06.1992 Repair ‘VEHICLE RENUMBERED’.
30.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQAY 17 C’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 118

Details: wagon ‘AZFF 118 V’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQAY;CCE USE
BSG Code: DBFQ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 28.03.1983
Cont Connector Type:] S
Cont Max Slots: 2

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘STEP’.
22.11.1989 Repair ‘TOP CENTRE PLATE’.
22.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 18 L’
20.12.1989 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO S.G. BOGIES OF

(6) NO. ‘AQAL/AQAX’ WAGONS IN ACCORDANCE WITH ME STANDARD R31
AND RECLASSIFY TO ‘AQAY’ WAGONS. STENCIL ‘NOT TO EXCEED 80 KM/H
ON ANGASTON LINE’ ON WAGON, AND ‘FOR AQAY WAGONS ONLY’ ON S.G.
BOGIES FITTED WITH RSB‘S. 6 NO. AQAL/AQAX TO BE SELECTED. (RS4469)’.
New class: ‘AQAY’.

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘SIDE BEARER’.
09.01.1990 Repair ‘VEHICLE RECLASSIFY’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQAY 18 L’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 18 L’
28.09.1990 Repair ‘BRAKE BLOCK RB95’.
28.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQAY 18 L’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘STANCHION’.
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18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQAY 18 L’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1991 Repair ‘TOP CENTRE PLATE’.
24.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 18 L’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘TOP CENTRE PLATE’.
09.08.1991 Repair ‘TOP CENTRE PLATE’.
09.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 18 L’
09.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 18 L’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘TRAIN PIPE (END)’.
18.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQAY 18 L’
30.06.1992 Repair ‘VEHICLE RECLASSIFY’.
30.06.1992 Repair ‘VEHICLE RENUMBERED’.
30.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQAY 18 L’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 639

Details: wagon ‘AZFF 639 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 154
Date Built: 10.06.1916
Operating System: AN
Intended Use: GENERAL
Remarks: EX RB:CCE CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 20.09.1978
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12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 639 X’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 670

Details: wagon ‘AZFF 670 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 15.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $960
Diagram Book Page No.: NS 153
Date Built: 04.11.1919
Operating System: AN
Intended Use: GENERAL
Remarks: EX RA;CCE CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994
Last Lift: 25.11.1982

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RA 670 D’
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 828

Details: wagon ‘AZFF 828 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 154
Date Built: 01.01.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX RB;CCE CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 06.11.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 828 F’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 843

Details: wagon ‘AZFF 843 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 154
Date Built: 15.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX RB;CCE CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 01.02.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 843 W’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 844

Details: wagon ‘AZFF 844 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 154
Date Built: 15.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX RB;WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994
Last Lift: 09.06.1977

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BEARINGS’.
12.02.1991 Repair ‘BRAKE PULL ROD’.
12.02.1991 Repair ‘TRAIN PIPE (END)’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 844 X’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘BRAKE PULL ROD’.
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17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 844 X’
18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 844 X’
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 848

Details: wagon ‘AZFF 848 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 154
Date Built: 15.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: EX RB;CCE CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 12.10.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 848 V’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 867

Details: wagon ‘AZFF 867 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
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Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 154
Date Built: 14.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 23.07.1975

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RB 867 F’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 970

Details: wagon ‘AZFF 970 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 15.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Diagram Book Page No.: NN 82
Date Built: 22.08.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX RGB;ALS ACCIDENT TRAIN
BSG Code: DSFZ

Capacity of 26 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 04.11.1994
Due Triple Valve: 14.10.1988
Last Single Car Test: 02.11.1988
Last Lift: 16.03.1978

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RGB 970 T’
04.11.1994 Repair ‘VEHICLE COMPLETE’.

AZFF 1213

Details: wagon ‘AZFF 1213 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 141
Date Built: 20.11.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALBF;CCE USE
BSG Code: DSFZ

Capacity of 46.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 19.10.1990
Due Triple Valve: 15.06.1991
Last Single Car Test: 13.07.1990
Last Lift: 18.02.1972

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALBY TO ALBF - REFER RS4231
(RS3016)’. New class: ‘ALBF’.

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
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ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRANCH PIPE’.
06.06.1990 Repair ‘CARD OR CLIP HOLDER’.
06.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1990 Repair ‘FLOOR SHEETING’.
06.06.1990 Repair ‘HANDBRAKE HANDLE’.
06.06.1990 Repair ‘HANDRAILS’.
06.06.1990 Repair ‘HANDRAILS END’.
06.06.1990 Repair ‘SIDE STEP’.
06.06.1990 Repair ‘STEP’.
06.06.1990 Repair ‘VEHICLE RECLASSIFY’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALBF 1213 S’
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE STENCILS’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.

AZFF 1399

Details: wagon ‘AZFF 1399 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 18.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 142
Date Built: 13.02.1957
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALCF;CCE USE
BSG Code: DSFZ

Capacity of 46 tonnes

Fleet Grp Code: AH WJ
Return to Service Date: 10.10.1991
Due Triple Valve: 25.10.1992
Last Brake Cylinder: 25.10.1991
Last Single Car Test: 25.10.1991
Last Lift: 21.04.1975
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14.01.1988 Alteration complete ‘RECLASSIFY ALCY TO ALCF - REFER RS4231
(RS3017)’. New class: ‘ALCF’.

14.10.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.10.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ALCF 1399 X’
12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.

UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘ALCF 1399 X’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BODY COMPLETE’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.10.1991 Repair ‘DOOR COMPLETE’.
10.10.1991 Repair ‘END COMPLETE’.
10.10.1991 Repair ‘HANDRAILS END’.
10.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1991 Repair ‘ROOF COMPLETE’.
10.10.1991 Repair ‘STEP’.
10.10.1991 Repair ‘VEHICLE RECLASSIFY’.

AZFF 1408

Details: wagon ‘AZFF 1408 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 142
Date Built: 24.04.1957
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALCF;CCE USE
BSG Code: DSFZ

Capacity of 46 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UX AH UZ WI
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 29.11.1974

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

20.12.1989 Repair ‘DOOR COMPLETE’.
20.12.1989 Repair ‘DOOR SLIDE RAIL’.
20.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALCF 1408 D’
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALCF 1408 D’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘BRAKE CONTROL PIPE’.
15.08.1990 Repair ‘COUPLER COMPLETE’.
15.08.1990 Repair ‘EMPTY LOAD VALVE’.
15.08.1990 Repair ‘END HOSE’.
15.08.1990 Repair ‘FLOOR SHEETING’.
15.08.1990 Repair ‘HANDRAILS’.
15.08.1990 Repair ‘HANDRAILS END’.
15.08.1990 Repair ‘SIDE BEARER’.
15.08.1990 Repair ‘TOP CENTRE PLATE’.
15.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1990 Repair ‘YOKE COMPLETE’.
15.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALCF 1408 D’
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE RECLASSIFY’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ALCF 1408 D’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 1409

Details: wagon ‘AZFF 1409 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 142
Date Built: 06.04.1957
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALCX
BSG Code: DXFZ

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WK
Return to Service Date: 30.07.1991
Due Triple Valve: 16.11.1991
Last Brake Cylinder: 04.09.1989
Last Single Car Test: 04.10.1988
Last Lift: 01.07.1981

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BRANCH PIPE’.
30.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.08.1989 Repair ‘DOOR COMPLETE’.
30.08.1989 Repair ‘DOOR LOCK MECHANISM’.
30.08.1989 Repair ‘END HOSE’.
30.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1989 Repair ‘SIDE SHEET’.
30.08.1989 Repair ‘WHEEL SET’.
30.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ALCX 1409 P’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRANCH PIPE’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ALCX 1409 P’
12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.

UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
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ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

20.02.1990 Repair ‘STEP’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALCX 1409 P’
12.03.1990 Repair ‘VEHICLE COMPLETE’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ALCX 1409 P’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘DOOR LOCK MECHANISM’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘SIDE SHEET’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ALCX 1409 P’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘DOOR COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ALCX 1409 P’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BEARERS’.
24.07.1991 Repair ‘END COMPLETE’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ALCX 1409 P’
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘VEHICLE COMPLETE’.
30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ALCX 1409 P’

AZFF 1410

Details: wagon ‘AZFF 1410 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 142
Date Built: 03.05.1957
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ALCX;CCE USE
BSG Code: DSFZ

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 06.07.1990
Due Triple Valve: 06.07.1991
Last Brake Cylinder: 06.07.1990
Last Single Car Test: 26.07.1989
Last Lift: 17.08.1983

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘TRAIN PIPE (END)’.
14.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ALCX 1410 L’
12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.

UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘CARD OR CLIP HOLDER’.
02.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.07.1990 Repair ‘END BRAKE COCK’.
02.07.1990 Repair ‘END HOSE’.
02.07.1990 Repair ‘FLOOR SHEETING’.
02.07.1990 Repair ‘HANDRAILS’.
02.07.1990 Repair ‘HANDRAILS END’.
02.07.1990 Repair ‘NYLON HOSE’.
02.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1990 Repair ‘SIDE STEP’.
02.07.1990 Repair ‘STEP’.
02.07.1990 Repair ‘TRAIN PIPE’.
02.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1990 Repair ‘VEHICLE RECLASSIFY’.
02.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALCX 1410 L’
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘VEHICLE STENCILS’.

AZFF 1411

Details: wagon ‘AZFF 1411 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 13.7m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 142
Date Built: 13.05.1957
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALCX;CCE USE
BSG Code: DSFZ

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 23.11.1990
Due Triple Valve: 11.05.1988
Last Lift: 11.05.1987

19.03.1987 Alteration complete ‘(1)LOUVRE VANS IN SERVICABLE CONDITION TO
BE PLACED ON 1435 MM GAUGE 30 TONNE CAPACITY ROLLER BEARING
BOGIES (EX ‘ASDY’ SHEEP VANS). (2)RECLASSIFY TO ‘ALJY’ BUT RETAIN
EXISTING SERIAL NUMBERS. (3)REDUCE CARRYING CAPACITY TO 30
TONNES (IE. 52 TONNES GROSS ON RAIL) ALCX,ALCY,ALDX,ALDY - 26
WAGONS TO BE SELECTED BY R.E. PT. AUGUSTA. (RS4185)’.

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘VEHICLE COMPLETE’.
23.11.1990 Repair ‘VEHICLE RECLASSIFY’.
23.11.1990 Repair ‘VEHICLE STENCILS’.
23.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ALJY 1411 W’

AZFF 1515

Details: wagon ‘AZFF 1515 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 23tonne
Current Gauge: Standard

4854



2.186. Wagon classification starting with ‘AZF’

Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 143
Date Built: 15.05.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALDF;CCE USE
BSG Code: DSFZ

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 19.10.1990
Last Triple Valve: 15.08.1988
Last Brake Cylinder: 15.08.1988
Last Single Car Test: 15.06.1990
Last Lift: 15.06.1979

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALDY TO ALDF - REFER RS4231
(RS3018)’. New class: ‘ALDF’.

13.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALDF 1515 R’
27.07.1989 Repair ‘DOOR HINGES AND PINS’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALDF 1515 R’
12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.

UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘CARD OR CLIP HOLDER’.
06.06.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.06.1990 Repair ‘FLOOR SHEETING’.
06.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1990 Repair ‘HANDBRAKE HANDLE’.
06.06.1990 Repair ‘HANDRAILS’.
06.06.1990 Repair ‘HANDRAILS END’.
06.06.1990 Repair ‘SIDE BEARER’.
06.06.1990 Repair ‘SIDE STEP’.
06.06.1990 Repair ‘STEP’.
06.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.06.1990 Repair ‘VEHICLE RECLASSIFY’.
06.06.1990 Repair ‘YOKE COMPLETE’.
06.06.1990 Repair ‘YOKE FOLLOWER’.
06.06.1990 Repair ‘YOKE PIN’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ALDF 1515 R’
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.

AZFF 1707

Details: wagon ‘AZFF 1707 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 10.07.1961
Operating System: AN
Intended Use: TRACK PANELS
Remarks: EX RE;ALS ACCIDENT TRAIN
BSG Code: DSFZ

Capacity of 25 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 17.06.1992
Due Triple Valve: 27.07.1991
Last Brake Cylinder: 27.07.1990
Last Single Car Test: 27.07.1990
Last Lift: 01.11.1979

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1990 Repair ‘BRAKE PIN’.
24.07.1990 Repair ‘BRAKE PULL ROD’.
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24.07.1990 Repair ‘BRANCH PIPE’.
24.07.1990 Repair ‘CARD OR CLIP HOLDER’.
24.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1990 Repair ‘HANDRAILS END’.
24.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1990 Repair ‘STEP’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RE 1707 X’
17.06.1992 Repair ‘VEHICLE RECLASSIFY’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RE 1707 X’

AZFF 1711

Details: wagon ‘AZFF 1711 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 14.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: EX RE;ALS ACCIDENT TRAIN
BSG Code: DSFZ

Capacity of 25 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.06.1992
Last Single Car Test: 02.11.1988
Last Lift: 28.02.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

17.06.1992 Repair ‘VEHICLE RECLASSIFY’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RE 1711 X’

AZFF 1718

Details: wagon ‘AZFF 1718 A’ in AN ‘Mainland Division’.

4857



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 18.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: EX RE;CCE CAMP UNITS
BSG Code: DSFZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.02.1993
Last Single Car Test: 17.02.1993
Last Lift: 20.11.1975

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘TRAIN PIPE (END)’.
12.06.1990 Issued at location ‘Pimba’ with a previous code of wagon ‘RE 1718 C’
19.10.1990 Repair ‘BOGIE BEARINGS’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Issued at location ‘Bookaloo’ with a previous code of wagon ‘RE 1718 C’
04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RE 1718 C’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.02.1993 Repair ‘STEP’.
17.02.1993 Repair ‘TRAIN PIPE (END)’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.

AZFF 2605

Details: wagon ‘AZFF 2605 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: NS 151
Date Built: 14.11.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX R;CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 07.07.1977

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 2605 C’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

AZFF 8435

Details: wagon ‘AZFF 8435 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 10.06.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX ATAL;CCE USE
BSG Code: DSFZ

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 05.05.1992
Due Triple Valve: 01.02.1988
Last Lift: 11.12.1985

24.03.1987 Alteration complete ‘ALTERATION RS4072 IS CANCELLED. TANK CARS
TO BE RECLASSIFIED TO ATAL. NUMBERS ARE 4879K, 8435H, 8436Q, 8437C,
8443U, 8457S. PLACE ON ABXC BOGIES. ATAY. (RS4188)’. New class: ‘ATAL’.

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE RECLASSIFY’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 8435 H’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BEARERS’.
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘COUPLER COMPLETE’.

AZFF 8445

Details: wagon ‘AZFF 8445 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-10
Date Built: 24.06.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX ATAL;U/F ONLY;CCE USE
BSG Code: DSFZ

Capacity of 1 litres
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Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 05.05.1992
Last Lift: 16.10.1986

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE BEARERS’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘END COMPLETE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 8445 P’
19.07.1991 Repair ‘HANDRAILS’.
19.07.1991 Repair ‘HANDRAILS END’.
19.07.1991 Repair ‘SIDE STEP’.
19.07.1991 Repair ‘STEP’.
19.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 8445 P’
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 8445 P’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BEARERS’.
26.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1991 Repair ‘TRAIN PIPE’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘COUPLER COMPLETE’.

AZFF 8453

Details: wagon ‘AZFF 8453 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 15.2tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $5300
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-11
Date Built: 17.05.1963
Operating System: AN
Intended Use: GENERAL
Remarks: EX ATAL;CAMP UNIT;CCE USE
BSG Code: DSFZ

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: WK AH
Return to Service Date: 28.02.1994
Due Triple Valve: 01.06.1988
Last Single Car Test: 02.03.1994
Last Lift: 01.09.1983

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘END HOSE’.
01.03.1991 Repair ‘VEHICLE RETARE’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘YOKE COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 8454

Details: wagon ‘AZFF 8454 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5300
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB T-11
Date Built: 17.05.1963
Operating System: AN
Intended Use: GENERAL
Remarks: EX ATAL;CCE USE
BSG Code: DSFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994

30.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATAL 8454 Y’
12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.

UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE RECLASSIFY’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 8454 Y’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE BEARERS’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1991 Repair ‘TRAIN PIPE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 8508

Details: wagon ‘AZFF 8508 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 16.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 02.04.1927
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA;CCE ACC. TRAIN MURRAY BRIDGE
BSG Code: DBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 16.10.1989
Last Lift: 15.03.1985

14.03.1989 Alteration complete ‘FIT 50 T BROAD GAUGE RIDE CONTROL BOGIES
ON (2) ‘AFFA’ FLAT WAGONS FOR ACCIDENT TRAIN AND RECLASSIFY ‘AZFF‘.
WAGON TO BE STENCILLED ‘ACCIDENT TRAIN - TAILEM BEND’. AFFA 8508 &
8610. (RS4392)’. New class: ‘AZFF’.

16.10.1989 Repair ‘VEHICLE COMPLETE’.

AZFF 8570

Details: wagon ‘AZFF 8570 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 02.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFAF;CAMP UNIT - DE MURRAY BRIDGE
BSG Code: DBFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 24.06.1989
Due Triple Valve: 01.07.1988
Last Lift: 24.09.1979

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
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‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

AZFF 8592

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.

AZFF 8610

Details: wagon ‘AZFF 8610 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 20.08.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA;CCE ACC. TRAIN MURRAY BRIDGE
BSG Code: DBFZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 16.10.1989
Last Lift: 01.07.1980

14.03.1989 Alteration complete ‘FIT 50 T BROAD GAUGE RIDE CONTROL BOGIES
ON (2) ‘AFFA’ FLAT WAGONS FOR ACCIDENT TRAIN AND RECLASSIFY ‘AZFF‘.
WAGON TO BE STENCILLED ‘ACCIDENT TRAIN - TAILEM BEND’. AFFA 8508 &
8610. (RS4392)’. New class: ‘AZFF’.

16.10.1989 Repair ‘VEHICLE COMPLETE’.
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AZFF 8624

Details: wagon ‘AZFF 8624 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 27.08.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFAF;CAMP UNIT - DE MURRAY BRIDGE
BSG Code: DBFZ

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 24.06.1989
Due Triple Valve: 02.02.1989
Last Lift: 11.12.1978

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

AZFF 8639

26.02.1988 Alteration complete ‘RECLASSIFY 10 NO. BROAD GAUGE‘AFFA’ WAGONS
TO ‘AFAF’. REDUCE LOAD CAPICITY TO 35 TONNES AND RETARE VEHICLES
PRIOR TO ISSUE. FIT RIDE 30 TONNE RIDE CONTROL BOGIES. (RS4266)’.
Length Over Headstocks: ‘13.1m’. Tare Weight: ‘18.4tonne’. Current Gauge:
‘Broad’. Gauge Restrictions: ‘B’. Bogie Configuration: ‘2X2’. New class: ‘AFAF’.
Intended use: ‘GENERAL’. Capacity: ‘35T.’

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.03.1994 Repair ‘VEHICLE SOLD’.
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AZFF 8653

Details: wagon ‘AZFF 8653 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 18.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2220
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 24.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFFA;ACC.TRAIN TIMBER WAG;TAILEM BEND
BSG Code: DBFZ

Capacity of 55 tonnes

Fleet Grp Code: PZ PD AH
Return to Service Date: 28.06.1989
Last Lift: 01.09.1966

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFLC‘1,2,4,5,6,7,8 & 10 TO
‘AZFF‘11,12,14,15,16,17,18 & 20 - REFER RS4237. (RS3104)’. New class: ‘AZFF’.

AZFF 8658

Details: wagon ‘AZFF 8658 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 15.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2220
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Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 24.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZFA;CCE USE
BSG Code: DBFZ

Capacity of 55 tonnes

Fleet Grp Code: PZ PB AH
Return to Service Date: 24.03.1995
Due Triple Valve: 15.09.1990
Last Triple Valve: 05.07.1988
Last Single Car Test: 05.07.1988
Last Lift: 01.09.1984

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 -
REFER RS4237. (RS3106)’. New class: ‘AZFF’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZFA 8658 B’
17.09.1992 Repair ‘VEHICLE RECLASSIFY’.
17.09.1992 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AZFA 8658 B’
24.03.1995 Repair ‘VEHICLE COMPLETE’.

AZFF 9010

Details: wagon ‘AZFF 9010 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-10
Date Built: 01.01.1933
Operating System: AN
Intended Use: GENERAL
Remarks: EX ARBY;CCE USE
BSG Code: DSFZ
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Capacity of 33.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ARBY 9010 V’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BEARERS’.
28.08.1991 Repair ‘BRAKE PULL ROD’.
28.08.1991 Repair ‘COUPLER COMPLETE’.
28.08.1991 Repair ‘END HOSE’.
28.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1991 Repair ‘TRAIN PIPE’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘STEP’.

AZFF 9016

Details: wagon ‘AZFF 9016 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-10
Date Built: 01.01.1933
Operating System: AN
Intended Use: GENERAL
Remarks: EX ARBA;CCE USE
BSG Code: DSFZ

Capacity of 33.6 tonnes

4869



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ARBA 9016 C’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BEARERS’.
26.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1991 Repair ‘TRAIN PIPE’.
28.08.1991 Repair ‘HANDRAILS’.
28.08.1991 Repair ‘HANDRAILS END’.
28.08.1991 Repair ‘SIDE STEP’.
28.08.1991 Repair ‘STEP’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 9024

Details: wagon ‘AZFF 9024 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-10
Date Built: 01.01.1933
Operating System: AN
Intended Use: GENERAL
Remarks: EX ARBA;CCE USE
BSG Code: DSFZ

Capacity of 33.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 30.08.1991

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ARBA 9024 P’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BEARERS’.
28.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1991 Repair ‘BOGIE COMPLETE’.
28.08.1991 Repair ‘END COMPLETE’.
28.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1991 Repair ‘TRAIN PIPE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE STENCILS’.

AZFF 9030

Details: wagon ‘AZFF 9030 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-10
Date Built: 01.01.1933
Operating System: AN
Intended Use: GENERAL
Remarks: EX ARBA;CCE USE
BSG Code: DSFZ

Capacity of 33.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994
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12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ARBA 9030 K’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BEARERS’.
27.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘END COMPLETE’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1991 Repair ‘TRAIN PIPE’.
28.08.1991 Repair ‘HANDRAILS’.
28.08.1991 Repair ‘HANDRAILS END’.
28.08.1991 Repair ‘SIDE STEP’.
28.08.1991 Repair ‘STEP’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 9037

Details: wagon ‘AZFF 9037 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 15.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-32
Date Built: 01.01.1915
Operating System: AN
Intended Use: GENERAL
Remarks: EX TV;CAMP UNIT;CCE USE
BSG Code: DSFZ

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 04.03.1991
Due Triple Valve: 01.12.1987
Last Single Car Test: 04.03.1991
Last Lift: 12.09.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE COMPLETE’.
28.12.1989 Repair ‘BRAKE PULL ROD’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘TV 9037 V’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘BRAKE PULL ROD’.
01.03.1991 Repair ‘SIDE BEARER’.
01.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘TV 9037 V’
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘VEHICLE RECLASSIFY’.
04.03.1991 Repair ‘VEHICLE RETARE’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
04.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘TV 9037 V’

AZFF 9043

Details: wagon ‘AZFF 9043 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $4150
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB T-7
Date Built: 01.01.1942
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ATAL;U/F ONLY;CCE USE
BSG Code: DSFZ

Capacity of 1 litres

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 28.02.1994
Last Brake Cylinder: 18.07.1991
Last Single Car Test: 02.03.1994
Last Lift: 05.04.1982

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE BEARERS’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘END COMPLETE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 9043 V’
19.07.1991 Repair ‘HANDRAILS’.
19.07.1991 Repair ‘HANDRAILS END’.
19.07.1991 Repair ‘SIDE STEP’.
19.07.1991 Repair ‘STEP’.
19.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 9043 V’
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATAL 9043 V’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BEARERS’.
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

AZFF 9044

Details: wagon ‘AZFF 9044 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11530
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-10
Date Built: 31.07.1957
Operating System: AN
Intended Use: GENERAL
Remarks: EX ARPY;CAMP UNIT;CCE PT. AUG.
BSG Code: DSFZ

Capacity of 33.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 05.05.1992
Last Single Car Test: 14.05.1991
Last Lift: 27.02.1981

12.12.1989 Alteration complete ‘FIT S.G. RIDE CONTROL BOGIES TO 11 NO.
UNDERFRAMES FOR CIVIL BRANCH SERVICE STOCK. RECLASSIFY
UNDERFRAMES TO ‘AZFF’, RETAIN SAME NUMBERS. ARBA 9016, 9024, 9030;
ARBY 9010; ARPY 9044; ATAL 8435, 8445, 8453, 8454, 9043; TV 9037. (RS4465)’.
New class: ‘AZFF’.

01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Repair ‘VEHICLE COMPLETE’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ARPY 9044 X’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRANCH PIPE’.
13.05.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BEARERS’.
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘COUPLER COMPLETE’.
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2.187 Wagon classification starting with ‘AZG’

AZGF 902

14.03.1988 Reclassified from wagon ‘AZGF 902 S’ to ’ wagon ‘AZSY 902 P’.

AZGF 941

28.05.1991 Reclassified from wagon ‘AZGF 941 S’ to ’ wagon ‘AZSY 941 P’.

AZGF 946

05.08.1988 Reclassified from wagon ‘AZGF 946 R’ to ’ wagon ‘AZSY 946 Y’.

AZGF 962

10.05.1991 Reclassified from wagon ‘AZGF 962 U’ to ’ wagon ‘AZSY 962 R’.

AZGF 971

01.12.1988 Reclassified from wagon ‘AZGF 971 T’ to ’ wagon ‘AZSY 971 Q’.

AZGF 972

03.05.1988 Reclassified from wagon ‘AZGF 972 F’ to ’ wagon ‘AZSY 972 C’.

AZGF 990

21.03.1991 Reclassified from wagon ‘AZGF 990 D’ to ’ wagon ‘AZSY 990 A’.

AZGF 1001

23.04.1991 Reclassified from wagon ‘AZGF 1001 V’ to ’ wagon ‘AZSY 1001 S’.

AZGF 1020

19.05.1989 Reclassified from wagon ‘AZGF 1020 F’ to ’ wagon ‘AZSY 1020 C’.

AZGF 1047

06.06.1988 Reclassified from wagon ‘AZGF 1047 P’ to ’ wagon ‘AZSY 1047 M’.

AZGF 1074

01.06.1988 Reclassified from wagon ‘AZGF 1074 M’ to ’ wagon ‘AZSY 1074 J’.

AZGF 1086

16.01.1990 Reclassified from wagon ‘AZGF 1086 P’ to ’ wagon ‘AZSY 1086 M’.
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AZGF 1089

01.07.1988 Reclassified from wagon ‘AZGF 1089 T’ to ’ wagon ‘AZSY 1089 Q’.

AZGF 1094

11.04.1991 Reclassified from wagon ‘AZGF 1094 F’ to ’ wagon ‘AZSY 1094 C’.

AZGF 1109

03.04.1991 Reclassified from wagon ‘AZGF 1109 X’ to ’ wagon ‘AZSY 1109 F’.

AZGF 1118

31.05.1988 Reclassified from wagon ‘AZGF 1118 H’ to ’ wagon ‘AZSY 1118 E’.

AZGF 1246

16.05.1991 Reclassified from wagon ‘AZGF 1246 U’ to ’ wagon ‘AZSY 1246 R’.

AZGF 1250

27.04.1988 Reclassified from wagon ‘AZGF 1250 U’ to ’ wagon ‘AZSY 1250 R’.

AZGF 1256

29.05.1991 Reclassified from wagon ‘AZGF 1256 F’ to ’ wagon ‘AZSY 1256 C’.

AZGF 1294

05.04.1991 Reclassified from wagon ‘AZGF 1294 T’ to ’ wagon ‘AZSY 1294 Q’.

AZGF 1299

28.06.1991 Reclassified from wagon ‘AZGF 1299 S’ to ’ wagon ‘AZSY 1299 P’.

AZGF 1705

22.08.1988 Reclassified from wagon ‘AZGF 1705 Y’ to ’ wagon ‘AZSY 1705 L’.

AZGY 1

Details: wagon ‘AZGY 1 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 20.10.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 27.03.1996
Due Triple Valve: 28.05.1988
Last Single Car Test: 03.05.1989
Last Lift: 08.08.1983

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

06.06.1990 Repair ‘STEP’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 1 K’
22.11.1990 Repair ‘SIDE STEP’.
22.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 1 K’
28.01.1993 Repair ‘STEP’.
28.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 1 K’
29.03.1993 Repair ‘DOOR OPENING MECHANISM’.
29.03.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘AOTL 1 K’
12.10.1993 Repair ‘STANCHION’.
12.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 1 K’
12.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 1 K’
26.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1994 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AOTL 1 K’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 1 K’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 1 K’
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 1 K’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.
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29.09.1994 Repair ‘VEHICLE RETARE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 2

Details: wagon ‘AZGY 2 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.10.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOTL
BSG Code: FSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE SZ
Return to Service Date: 21.02.1996
Due Triple Valve: 07.12.1991
Last Brake Cylinder: 07.12.1990
Last Single Car Test: 23.10.1989
Last Lift: 01.02.1983

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 2 T’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 2 T’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 2 T’
28.09.1990 Repair ‘STEP’.
28.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘AOTL 2 T’
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07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1990 Repair ‘SIDE BEARER’.
07.12.1990 Repair ‘TOP CENTRE PLATE’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 2 T’
28.02.1991 Repair ‘STEP’.
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 2 T’
18.03.1993 Repair ‘STEP’.
18.03.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘AOTL 2 T’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

27.02.1995 Repair ‘VEHICLE RETARE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 4

Details: wagon ‘AZGY 4 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 09.05.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 08.05.1996
Due Triple Valve: 07.01.1995
Last Brake Cylinder: 01.08.1990
Last Single Car Test: 11.07.1988
Last Lift: 11.04.1979

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
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50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

23.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 4 Y’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘HANDRAILS’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘STANCHION’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 4 Y’
20.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 4 Y’
15.05.1993 Repair ‘HANDRAILS’.
15.05.1993 Repair ‘HANDRAILS END’.
15.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 4 Y’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.01.1994 Repair ‘HANDRAILS’.
07.01.1994 Repair ‘HANDRAILS END’.
07.01.1994 Repair ‘STANCHION’.
07.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 4 Y’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

AZGY 5

17.01.1995 Reclassified from wagon ‘AZGY 5 M’ to ’ wagon ‘AOXF 5 L’.

AZGY 6

Details: wagon ‘AZGY 6 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
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Tare Weight: 35tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 03.12.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 23.01.1997
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 01.11.1990
Last Single Car Test: 26.08.1988
Last Lift: 18.11.1979

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 6 J’
31.10.1990 Repair ‘BODY COMPLETE’.
31.10.1990 Repair ‘BODY COMPLETE’.
31.10.1990 Repair ‘HANDRAILS’.
31.10.1990 Repair ‘HANDRAILS END’.
31.10.1990 Repair ‘STEP’.
31.10.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOTL 6 J’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 6 J’
06.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 6 J’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.
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29.09.1994 Repair ‘VEHICLE RETARE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

AZGY 8

Details: wagon ‘AZGY 8 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 13.09.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOXY;STORED ISL WKS A/C REPAIRS
BSG Code: FBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE PZ
Return to Service Date: 31.01.1995
Due Triple Valve: 01.08.1987
Last Lift: 01.06.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

08.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOXF 8 P’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘DOOR COMPLETE’.
04.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1993 Repair ‘HANDRAILS’.
04.08.1993 Repair ‘STANCHION’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 8 P’
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29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 8 P’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Repair ‘VEHICLE RETARE’.
30.09.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOXF 8 P’
31.01.1995 Repair ‘VEHICLE COMPLETE’.

AZGY 11

Details: wagon ‘AZGY 11 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 27.08.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE PZ
Return to Service Date: 23.03.1996
Due Triple Valve: 06.11.1993
Last Brake Cylinder: 11.04.1991
Last Single Car Test: 06.11.1992
Last Lift: 18.02.1980

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘END BRAKE COCK’.
12.07.1990 Repair ‘END HOSE’.
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12.07.1990 Repair ‘STANCHION’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 11 S’
23.09.1990 Repair ‘STEP’.
23.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOTL 11 S’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘END BRAKE COCK’.
11.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 11 S’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.10.1992 Repair ‘STEP’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
27.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOTL 11 S’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 11 S’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 15

Details: wagon ‘AZGY 15 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 28.03.1955
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WD
Return to Service Date: 30.01.1997
Due Triple Valve: 07.01.1995
Last Brake Cylinder: 25.05.1991
Last Single Car Test: 08.03.1991
Last Lift: 23.05.1986

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

06.09.1989 Repair ‘HANDRAILS’.
06.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 15 X’
19.12.1990 Repair ‘END BRAKE COCK’.
19.12.1990 Repair ‘END HOSE’.
19.12.1990 Repair ‘TRAIN PIPE’.
19.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOTL 15 X’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘TRAIN PIPE (END)’.
06.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 15 X’
11.04.1991 Repair ‘STEP’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 15 X’
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1991 Repair ‘SIDE SHEET’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 15 X’
06.10.1993 Repair ‘DOOR LOCK MECHANISM’.
06.10.1993 Repair ‘STEP’.
06.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 15 X’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.01.1994 Repair ‘HANDRAILS’.
07.01.1994 Repair ‘STANCHION’.
07.01.1994 Repair ‘STEP’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 15 X’
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28.01.1994 Repair ‘DOOR COMPLETE’.
28.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 15 X’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 15 X’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 15 X’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 15 X’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 15 X’
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Repair ‘VEHICLE RETARE’.
16.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOTL 15 X’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

AZGY 21

Details: wagon ‘AZGY 21 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 14.01.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 22.02.1996
Due Triple Valve: 19.10.1989
Last Single Car Test: 18.01.1991
Last Lift: 19.07.1984
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01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘TRAIN PIPE (END)’.
31.08.1989 Repair ‘TRAIN PIPE’.
31.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOTL 21 D’
06.06.1990 Repair ‘HANDRAILS END’.
06.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 21 D’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘END HOSE’.
09.08.1990 Repair ‘HANDRAILS’.
09.08.1990 Repair ‘HANDRAILS END’.
09.08.1990 Repair ‘STEP’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOTL 21 D’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BODY COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.01.1991 Repair ‘TRAIN PIPE’.
17.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOTL 21 D’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘SIDE MEMBER’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 21 D’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 21 D’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 24

Details: wagon ‘AZGY 24 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
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Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 18.01.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 29.03.1996
Last Single Car Test: 06.01.1988
Last Lift: 26.02.1982

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AOXF 24 S’
21.11.1991 Repair ‘STEP’.
21.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 24 S’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 25

Details: wagon ‘AZGY 25 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 18.04.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOXF
BSG Code: DSOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH WB
Return to Service Date: 03.12.1996
Due Triple Valve: 21.11.1992
Last Brake Cylinder: 25.09.1990
Last Lift: 17.03.1986

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

22.09.1989 Repair ‘DOOR OPENING MECHANISM’.
22.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOXF 25 E’
12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOXF 25 E’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘STANCHION’.
09.11.1989 Repair ‘STANCHION’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 25 E’
13.03.1990 Repair ‘HANDRAILS END’.
13.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOXF 25 E’
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 25 E’
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 25 E’
24.08.1990 Repair ‘HANDRAILS’.
24.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 25 E’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Repair ‘STANCHION’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 25 E’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 25 E’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘STANCHION’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 25 E’
18.03.1993 Repair ‘HANDRAILS’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 25 E’
25.03.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 25 E’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOXF 25 E’
03.12.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 28

Details: wagon ‘AZGY 28 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 26.04.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH
Return to Service Date: 25.01.1996
Due Triple Valve: 22.03.1992
Last Brake Cylinder: 22.03.1991
Last Lift: 01.05.1981

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
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Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

14.06.1990 Repair ‘HANDRAILS’.
14.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOTL 28 U’
19.11.1990 Repair ‘END BRAKE COCK’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
19.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOTL 28 U’
21.02.1991 Repair ‘HANDRAILS’.
21.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 28 U’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘BRAKE LEVER’.
22.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 28 U’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘BOGIE BEARERS’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘DOOR LOCK MECHANISM’.
26.04.1991 Repair ‘SIDE BEARER’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 28 U’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR FRAME’.
25.07.1991 Repair ‘DOOR LOCK MECHANISM’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 28 U’
07.08.1993 Repair ‘STEP’.
07.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 28 U’
17.09.1993 Repair ‘HANDRAILS’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 28 U’
19.11.1993 Repair ‘HITCH LOCK MECHANISM’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 28 U’
23.11.1993 Repair ‘STEP’.
23.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOTL 28 U’
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOTL 28 U’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
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AZGY 36

Details: wagon ‘AZGY 36 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOTL
BSG Code: DSOZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 10.02.1996
Due Triple Valve: 14.07.1993
Last Triple Valve: 12.05.1988
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 14.07.1992
Last Lift: 06.12.1986

01.09.1986 Alteration complete ‘MODIFY 30 ‘AOXY’ WAGONS FOR TALC TRAFFIC,
RECLASSIFY MODIFIED AOXY TO AOTL, AND INCREASE PAYLOAD RATING TO
50 TONNES. AOXY. NOTE NOW ONLY 25 TO BE DONE (RS4145)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘19.5tonne’. Current Gauge: ‘Standard’. Gauge
Restrictions: ‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘AOTL’. Intended use:
‘TALC’. Capacity: ‘50T.’

07.08.1989 Repair ‘STEP’.
07.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOTL 36 K’
01.03.1990 Repair ‘HANDRAILS’.
01.03.1990 Repair ‘HANDRAILS END’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 36 K’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘VEHICLE STENCILS’.
07.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOTL 36 K’
19.04.1993 Repair ‘LASHING POINT’.
19.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 36 K’
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06.12.1993 Repair ‘SIDE STEP’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOTL 36 K’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 40

Details: wagon ‘AZGY 40 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOXY
BSG Code: DBOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 24.01.1997
Due Triple Valve: 01.03.1988
Last Lift: 27.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Repair ‘SIDE COMPLETE’.
29.11.1989 Repair ‘STANCHION’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
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29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 40 V’
10.12.1989 Repair ‘SIDE STEP’.
10.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOXF 40 V’
28.05.1990 Repair ‘HANDRAILS’.
28.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOXF 40 V’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘DOOR COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 40 V’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘STANCHION’.
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 40 V’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘STANCHION’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 40 V’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BRAKE LEVER’.
18.02.1993 Repair ‘BRANCH PIPE’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘GRADE CONTROL VALVE’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 40 V’
31.03.1993 Repair ‘DOOR LOCK MECHANISM’.
31.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 40 V’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘VEHICLE COMPLETE’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 40 V’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

29.09.1994 Repair ‘VEHICLE RETARE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AZGY 42

Details: wagon ‘AZGY 42 R’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOXF
BSG Code: DSOZ

Capacity of 44.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ
Return to Service Date: 08.03.1995
Due Triple Valve: 20.05.1994
Last Lift: 22.12.1986

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

20.07.1989 Repair ‘VEHICLE RECLASSIFY’.
20.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOXF 42 Q’
29.10.1991 Repair ‘VEHICLE COMPLETE’.
29.10.1991 Repair ‘VEHICLE STENCILS’.
29.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOXF 42 Q’
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 42 Q’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1993 Repair ‘BRANCH PIPE’.
20.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘END COMPLETE’.
20.05.1993 Repair ‘SIDE COMPLETE’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 42 Q’
22.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 42 Q’
17.09.1993 Repair ‘DOOR COMPLETE’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 42 Q’
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 42 Q’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.
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16.11.1994 Repair ‘VEHICLE RETARE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

AZGY 47

Details: wagon ‘AZGY 47 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOXF
BSG Code: DSFH

Capacity of 44.7 tonnes

Fleet Grp Code: AH WB
Return to Service Date: 18.01.1995
Last Single Car Test: 01.02.1994
Last Lift: 20.03.1981

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOXF 47 P’
19.01.1994 Alteration complete ‘PLEASE ARRANGE TO RESTENCIL AOXF47,

MODIFIED FROM OPEN WAGON TO A GEN SET AND RECLASSIFY TO AZGY
47Q. AOXF47 (RS4840)’. New class: ‘AZGY’.

28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BEARERS’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘BRAKE PULL ROD’.
28.01.1994 Repair ‘DOOR COMPLETE’.
28.01.1994 Repair ‘END BRAKE COCK’.
28.01.1994 Repair ‘END COMPLETE’.
28.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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28.01.1994 Repair ‘SIDE BEARER’.
28.01.1994 Repair ‘SIDE COMPLETE’.
28.01.1994 Repair ‘TRAIN PIPE (END)’.
28.01.1994 Repair ‘TRAIN PIPE’.
28.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1994 Repair ‘VEHICLE RECLASSIFY’.
28.01.1994 Repair ‘VEHICLE RECLASSIFY’.
28.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOXF 47 P’
28.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOXF 47 P’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE RETARE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.

AZGY 49

Details: wagon ‘AZGY 49 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-8
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AOXF
BSG Code: DSOZ

Capacity of 44.7 tonnes

Fleet Grp Code: WB AH
Return to Service Date: 24.01.1996
Due Triple Valve: 01.12.1993
Last Brake Cylinder: 01.12.1992
Last Lift: 07.10.1986

14.01.1988 Alteration complete ‘RECLASSIFY AOXY TO AOXF -REFER RS4231
(RS3039)’. New class: ‘AOXF’.

22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1989 Repair ‘DOOR HINGES AND PINS’.
22.08.1989 Repair ‘DOOR LOCK MECHANISM’.
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22.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘STANCHION’.
22.08.1989 Repair ‘STEP’.
22.08.1989 Repair ‘TRAIN PIPE’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOXF 49 K’
11.07.1990 Repair ‘STEP’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 49 K’
21.02.1991 Repair ‘BOGIE BEARINGS’.
21.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AOXF 49 K’
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AOXF 49 K’
28.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AOXF 49 K’
18.11.1992 Repair ‘DOOR LOCK MECHANISM’.
18.11.1992 Issued at location ‘Elizabeth Goods’ with a previous code of wagon

‘AOXF 49 K’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BEARINGS’.
01.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘DOOR LOCK MECHANISM’.
01.12.1992 Repair ‘END BRAKE COCK’.
01.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1992 Repair ‘HANDRAILS’.
01.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 49 K’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘END BRAKE COCK’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 49 K’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘DOOR COMPLETE’.
15.02.1993 Repair ‘TRAIN PIPE (END)’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOXF 49 K’
05.03.1993 Repair ‘HANDRAILS’.
05.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOXF 49 K’
29.03.1993 Repair ‘SIDE STEP’.
29.03.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOXF 49 K’
12.08.1994 Alteration complete ‘MODIFY EXISTING ‘AOXF’ & ‘AOTL’ WAGONS TO

ACCEPT TRAILING END GEN-SETS AS PER DRAWING A0/W1-389. RECLASSIFY
TO ‘AZGY’. AOXF 5,8,17,23,24,40,42,49 & AOTL 1,4,6,11,15,21,28,36. (RS4876)’.
New class: ‘AZGY’.

30.09.1994 Repair ‘VEHICLE RETARE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
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24.01.1996 Repair ‘VEHICLE COMPLETE’.

AZGY 1112

14.06.1988 Reclassified from wagon ‘AZGY 1112 G’ to ’ wagon ‘AZSY 1112 T’.

2.188 Wagon classification starting with ‘AZK’

AZKF 1347

Details: wagon ‘AZKF 1347 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.4m
Tare Weight: 37.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Diagram Book Page No.: NS 155
Date Built: 28.06.1956
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 19.07.94
BSG Code: DSFZ

Capacity of 70 tonnes

Fleet Grp Code: WK AH
Return to Service Date: 14.12.1993
Last Lift: 13.05.1974

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

2.189 Wagon classification starting with ‘AZL’

AZLF 1

Details: wagon ‘AZLF 1 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 01.01.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.09.1992
Due Triple Valve: 14.11.1990
Last Brake Cylinder: 14.11.1989
Last Single Car Test: 01.10.1992
Last Lift: 17.01.1984

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘SLC 1’ TO ‘AZLF 4’ - REFER RS4237. ’
‘SLC 5’ TO ‘AZLF 6’ - ’ ’ (RS3105)’. New class: ‘AZLF’.

09.08.1989 Repair ‘VEHICLE RECLASSIFY’.
09.08.1989 Repair ‘VEHICLE RENUMBERED’.
09.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘ALFF 1 H’
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ALFF 1 H’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ALFF 1 H’
15.02.1990 Repair ‘VEHICLE RECLASSIFY’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 1 H’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘TRAIN PIPE (END)’.
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AZLF 2

Details: wagon ‘AZLF 2 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 29.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF;CCE PLANT DEPOT
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.05.1989
Due Triple Valve: 20.09.1989
Last Brake Cylinder: 04.03.1989
Last Lift: 14.07.1986

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

AZLF 3

Details: wagon ‘AZLF 3 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 01.08.1958
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF;CCE PLANT DEPOT
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.05.1989
Due Triple Valve: 01.01.1988
Last Single Car Test: 18.01.1988
Last Lift: 11.05.1987

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

AZLF 4

12.10.1988 Alteration complete ‘RECLASSIFY ‘SLC 1’ TO ‘AZLF 4’ - REFER RS4237. ’
‘SLC 5’ TO ‘AZLF 6’ - ’ ’ (RS3105)’. New class: ‘AZLF’.

31.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 5

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

15.02.1990 Repair ‘VEHICLE RECLASSIFY’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 5 U’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1990 Repair ‘STEP’.
24.05.1990 Repair ‘TRAIN PIPE (END)’.
03.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 7

Details: wagon ‘AZLF 7 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 17.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.02.1990
Due Triple Valve: 29.11.1990
Last Brake Cylinder: 29.11.1989
Last Lift: 20.09.1984

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.11.1989 Repair ‘DOOR COMPLETE’.
29.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ALFF 7 P’
15.02.1990 Repair ‘VEHICLE RECLASSIFY’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 7 P’

AZLF 8

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

15.02.1990 Repair ‘VEHICLE RECLASSIFY’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 8 B’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRANCH PIPE’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 9

Details: wagon ‘AZLF 9 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 22.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1990
Due Triple Valve: 14.11.1990
Last Brake Cylinder: 14.11.1989
Last Lift: 23.09.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1989 Repair ‘DOOR COMPLETE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ALFF 9 K’
15.02.1990 Repair ‘VEHICLE RECLASSIFY’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 9 K’
19.02.1990 Repair ‘VEHICLE COMPLETE’.
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AZLF 11

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

05.09.1989 Repair ‘VEHICLE RECLASSIFY’.
05.09.1989 Issued at location ‘Tailem bend’ with a previous code of wagon ‘ALFF 11 P’
25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 12

Details: wagon ‘AZLF 12 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 08.08.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF
BSG Code: DSLZ

Capacity of 33.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: WI AH
Return to Service Date: 01.08.1991
Due Triple Valve: 29.06.1989
Last Single Car Test: 15.07.1991
Last Lift: 29.05.1987

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

28.12.1989 Repair ‘HANDRAILS END’.
28.12.1989 Repair ‘STEP’.
03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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07.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
15.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ALFF 12 B’
16.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ALFF 12 B’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BEARERS’.
11.07.1991 Repair ‘BOGIE BEARERS’.
11.07.1991 Repair ‘SIDE BEARER’.
11.07.1991 Repair ‘SIDE BEARER’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ALFF 12 B’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ALFF 12 B’
01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 12 B’

AZLF 13

Details: wagon ‘AZLF 13 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 16.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 08.08.1958
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 03.06.95
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: PZ PB AH
Return to Service Date: 03.06.1995
Due Triple Valve: 26.01.1990
Last Brake Cylinder: 26.01.1989
Last Lift: 09.05.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.
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18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZLF 14

Details: wagon ‘AZLF 14 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 24.06.1958
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 03.06.95
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.06.1995
Due Triple Valve: 04.10.1989
Last Lift: 01.10.1984

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZLF 15

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 16

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.
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18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 17

Details: wagon ‘AZLF 17 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 20.06.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF;CCE USE
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 16.06.1989
Due Triple Valve: 01.05.1989
Last Lift: 13.05.1986

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

AZLF 18

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

28.07.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘WHEEL SET’.
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20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 19

Details: wagon ‘AZLF 19 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 22.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF;CCE USE
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.04.1992
Due Triple Valve: 06.05.1993
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 06.05.1992
Last Lift: 12.11.1982

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1992 Repair ‘VEHICLE STENCILS’.

AZLF 20

Details: wagon ‘AZLF 20 Y’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 20.06.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFY;CCE USE
BSG Code: DBLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.04.1992
Due Triple Valve: 06.05.1993
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 06.05.1992
Last Lift: 30.01.1986

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1992 Repair ‘END HOSE’.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.

AZLF 21

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 22

Details: wagon ‘AZLF 22 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 07.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFY;DE ALICE SPRINGS
BSG Code: DSLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.07.1991
Last Single Car Test: 30.07.1991
Last Lift: 01.02.1985

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFY 22 Q’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘BRAKE PIN’.
07.08.1989 Repair ‘BRAKE PULL ROD’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘END BRAKE COCK’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘END BRAKE COCK’.
02.07.1991 Repair ‘END BRAKE COCK’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BRANCH PIPE’.
19.07.1991 Repair ‘BRANCH PIPE’.
19.07.1991 Repair ‘DOOR COMPLETE’.
19.07.1991 Repair ‘DOOR COMPLETE’.

AZLF 23

Details: wagon ‘AZLF 23 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 11m
Tare Weight: 17.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 14.05.1958
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 20.11.93
BSG Code: DSLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.11.1993
Due Triple Valve: 24.04.1990
Last Brake Cylinder: 24.04.1989
Last Lift: 25.02.1986

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFY 23 C’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BEARERS’.
25.08.1993 Repair ‘SIDE BEARER’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZLF 24

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘BRAKE PULL ROD’.
24.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
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24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ALFF 24 E’
19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 25

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Repair ‘VEHICLE STENCILS’.
13.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFF 25 N’
24.07.1990 Repair ‘STEP’.
13.09.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZLF 46

Details: wagon ‘AZLF 46 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11m
Tare Weight: 19.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2430
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-7
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX DRP;ACC.TRAIN TOOL VAN;MILE END
BSG Code: DBLZ

Capacity of 33 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 20.09.1991
Due Triple Valve: 01.09.1988
Last Lift: 27.11.1970

18.01.1988 Alteration complete ‘RECLASSIFY ALFY/F TO AZLF - REFER RS4231
(RS3074)’. New class: ‘AZLF’.

20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ALFY 46 W’
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AZLL 4

Details: wagon ‘AZLL 4 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 02.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF;CCE USE
BSG Code: DXLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.04.1992
Due Triple Valve: 06.05.1993
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 06.05.1992
Last Lift: 24.02.1984

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

29.05.1989 Alteration complete ‘RECLASSIFY ALFF 4 & 10 TO AZLL 4M & 10H
RESPECTIVELY. FIT MULTI-HOLE PULL RODS, PLACE ON EXCHANGE BOGIES
AND CHANGE ‘S’ PLATES TO ‘L’. ALFF 4, 10. (RS4424)’. New class: ‘AZLL’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BEARINGS’.
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.

AZLL 10

Details: wagon ‘AZLL 10 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB V-8
Date Built: 21.05.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX ALFF;CCE USE
BSG Code: DXLZ

Capacity of 33.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.08.1993
Due Triple Valve: 01.05.1988
Last Single Car Test: 23.10.1991
Last Lift: 27.05.1987

14.01.1988 Alteration complete ‘RECLASSIFY ALFY TO ALFF - REFER RS4231
(RS3019)’. New class: ‘ALFF’.

29.05.1989 Alteration complete ‘RECLASSIFY ALFF 4 & 10 TO AZLL 4M & 10H
RESPECTIVELY. FIT MULTI-HOLE PULL RODS, PLACE ON EXCHANGE BOGIES
AND CHANGE ‘S’ PLATES TO ‘L’. ALFF 4, 10. (RS4424)’. New class: ‘AZLL’.

22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘COUPLER COMPLETE’.
22.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1991 Repair ‘YOKE COMPLETE’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘ISOLATING COCK’.

2.190 Wagon classification starting with ‘AZM’

AZMA 9

Details: wagon ‘AZMA 9 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 27.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14040
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB A-3
Date Built: 08.07.1954
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMAX;IFT USE ONLY;LOADING RAMP
BSG Code: DSMM

Capacity of 15.3 tonnes

Fleet Grp Code: AH WK
Return to Service Date: 14.06.1995
Due Triple Valve: 21.11.1989
Last Brake Cylinder: 21.11.1988
Last Lift: 15.01.1982

04.04.1990 Repair ‘FLOOR COMPLETE’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AMAX 9 A’
30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AMAX 9 A’
27.09.1991 Alteration complete ‘VERTICAL PLATES FOR LOCKING OF WHEEL

CHOCKS TO BE REMOVED FROM TOP AND BOTTOM DECKS OF AMAX 9.
RECLASSIFY AZMA 9. AMAX 9. (RS4639)’. New class: ‘AZMA’.

04.10.1991 Repair ‘LASHING POINT’.
04.10.1991 Repair ‘VEHICLE RECLASSIFY’.
04.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AMAX 9 A’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1993 Repair ‘END FRAME MEMBER’.
10.09.1993 Repair ‘STEP’.
10.09.1993 Repair ‘VEHICLE STENCILS’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.

AZMF 504

Details: wagon ‘AZMF 504 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-16
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Date Built: 27.09.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFLY
BSG Code: DSFZ

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH
Return to Service Date: 17.09.1995
Due Triple Valve: 29.05.1991
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 22.11.1993
Last Lift: 04.10.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
29.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1990 Repair ‘HANDRAILS END’.
29.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1990 Repair ‘STEP’.
29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFLY 504 N’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFLY 504 N’
12.12.1991 Alteration complete ‘RECLASSIFY AFSY 502 & 504 TO AFLY 502 & 504 .

AFSY502 & 504. (RS4665)’. New class: ‘AFLY’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFLY 504 N’
30.12.1992 Repair ‘VEHICLE RECLASSIFY’.
30.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFLY 504 N’
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘EMPTY LOAD VALVE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
31.12.1992 Repair ‘HANDRAILS’.
31.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFLY 504 N’
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05.07.1993 Alteration complete ‘RESTENCIL FOUR (4) WAGONS TO NEW
CLASSIFICATION ‘AZMF’. REMOVE HIGH SPEED BOGIES AND REPLACE WITH
50 TONNE CAPTIVE BOGIES WHERE APPLICABLE. AQMF2374, AQMF4223,
AFLY502 & AFLY504. (RS4801)’. New class: ‘AZMF’.

18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFLY 504 N’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘VEHICLE RECLASSIFY’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFLY 504 N’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1996 Alteration ‘MODIFY WAGONS TO HIGH SPEED ( STUCKI ) CHANGE

BOGIES TO HIGH SPEED RECLASSIFY WAGONS TO
AQZY504X-AQZY2362N-AQZY2374Q-AQZY4223S (RS4945)’. New class: ‘AQZY’.

AZMF 2362

21.12.1996 Reclassified from wagon ‘AZMF 2362 X’ to ’ wagon ‘AQZY 2362 N’.

AZMF 2374

17.12.1996 Reclassified from wagon ‘AZMF 2374 L’ to ’ wagon ‘AQZY 2374 Q’.

AZMF 4223

10.12.1996 Reclassified from wagon ‘AZMF 4223 N’ to ’ wagon ‘AQZY 4223 S’.

AZMX 1917

04.09.1996 Reclassified from wagon ‘AZMX 1917 G’ to ’ wagon ‘AZMY 1917 K’.

AZMY 1917

Details: wagon ‘AZMY 1917 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $13860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 188
Date Built: 01.02.1967
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX AOMX
BSG Code: DXOZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH
Return to Service Date: 04.09.1996
Last Single Car Test: 31.08.1990
Last Lift: 01.08.1982

31.08.1989 Repair ‘STEP’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZMX 1917 G’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘DOOR LOCK MECHANISM’.
30.08.1990 Repair ‘EMPTY LOAD VALVE’.
30.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMX 1917 G’
01.12.1990 Repair ‘STEP’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMX 1917 G’
22.07.1991 Repair ‘STANCHION’.
22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZMX 1917 G’
24.10.1991 Repair ‘DOOR LOCK MECHANISM’.
24.10.1991 Repair ‘END COMPLETE’.
24.10.1991 Repair ‘HANDRAILS’.
24.10.1991 Repair ‘HANDRAILS END’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZMX 1917 G’
08.01.1992 Repair ‘DOOR LOCK MECHANISM’.
08.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZMX 1917 G’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Repair ‘END HOSE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘HANDRAILS’.
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18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AZMX 1917 G’
26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Repair ‘VEHICLE STENCILS’.
26.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMX 1917 G’
26.05.1993 Alteration complete ‘RECLASSIFY OPEN WAGON AOMX1917 TO

AZMX1917G AND STENCIL ON BOTH SIDES OF WAGON IN 75MM HIGH
LETTERS ‘DRY CREEK BOGIE TRAFFIC ONLY’. AOMX1917 (RS4795)’. New class:
‘AZMX’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZMX 1917 G’
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMX 1917 G’
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AZMX 1917 G’
23.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZMX 1917 G’
12.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AZMX 1917 G’
12.08.1996 Alteration complete ‘RECLASS‘AZMX‘1917G TO‘AZMY‘1917K (RS4942)’.

New class: ‘AZMY’.
04.09.1996 Repair ‘VEHICLE RECLASSIFY’.
04.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘AZMX 1917 G’

2.191 Wagon classification starting with ‘AZO’

AZOA 16

10.10.1991 Reclassified from wagon ‘AZOA 16 D’ to ’ wagon ‘SGC 16 M’.

AZOF 32

Details: wagon ‘AZOF 32 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4320
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-7
Date Built: 30.06.1944
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AOWY;CCE ACCIDENT TRAIN;TAILEM BEND
BSG Code: DBOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.09.1989
Due Triple Valve: 01.07.1988
Last Lift: 10.07.1987

14.03.1989 Alteration complete ‘FIT 40 T BROAD GAUGE RIDE CONTROL BOGIES
TO (1) ‘AZOY’ OPEN WAGON FOR CIVIL BRANCH ACCIDENT TRAIN. WAGON
TO BE RECLASSIFIED ‘AZOF‘. WAGON TO TO BE STENCILLED: ‘C.C.E.
ACCIDENT TRAIN - TAILEM BEND’. AZOY 32 (RS4391)’. New class: ‘AZOF’.

21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘VEHICLE RECLASSIFY’.
21.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AZOY 32 K’

AZOF 40

Details: wagon ‘AZOF 40 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB G-9
Date Built: 05.10.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGY;SCRAP TRAFFIC T.B. - ISL.
BSG Code: DBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH PD PZ
Return to Service Date: 04.10.1994
Due Triple Valve: 24.04.1990
Last Brake Cylinder: 24.04.1989
Last Lift: 15.12.1987
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.08.1989 Repair ‘SIDE STEP’.
14.09.1989 Repair ‘STEP’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘TRAIN PIPE (END)’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘STEP’.
13.12.1993 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.

AZOF 959

Details: wagon ‘AZOF 959 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 183
Date Built: 08.08.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX GB;ALS ACCIDENT TRAIN
BSG Code: DSFZ

Capacity of 50.8 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.06.1992
Due Triple Valve: 07.11.1990
Last Single Car Test: 02.11.1988
Last Lift: 06.09.1976

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.10.1989 Repair ‘DOOR ROLLER’.
27.10.1989 Repair ‘TRAIN PIPE (END)’.
27.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘GB 959 L’
01.01.1990 Alteration complete ‘RECLASS GB 959 TO AZOF 959. (RS3076)’. New class:

‘AZOF’.
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17.06.1992 Repair ‘VEHICLE RECLASSIFY’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘GB 959 L’

AZOF 8627

Details: wagon ‘AZOF 8627 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2220
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 03.09.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFBY;ACC.TRAIN TIMBER WAGON;MILE END
BSG Code: DBFZ

Capacity of 55 tonnes

Fleet Grp Code: PZ PD AH
Return to Service Date: 19.11.1987
Due Triple Valve: 01.09.1988
Last Lift: 29.06.1972

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

AZOL 3202

Details: wagon ‘AZOL 3202 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $9690
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 68
Date Built: 03.02.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOHY;CME SCRAP TRAFFIC EX PAWS
BSG Code: DXOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Return to Service Date: 26.10.1993
Last Single Car Test: 17.10.1988
Last Lift: 13.12.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

15.02.1989 Alteration complete ‘CONVERT 4 NO. ‘AOHY’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL - ‘NOT TO BE BOGIE EXCHANGED’. RECLASSIFY
‘AZOL’ - RETAIN SAME NUMBERS. AOHY 3202, 3207, 3213 + 1 OTHER. (RS4383)’.
New class: ‘AZOL’.

18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘VEHICLE RECLASSIFY’.
18.07.1989 Repair ‘VEHICLE STENCILS’.
18.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOHY 3202 V’
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Repair ‘STEP’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘SIDE STEP’.
27.07.1993 Repair ‘STEP’.
02.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.08.1993 Repair ‘DOOR LOCK MECHANISM’.
11.10.1993 Repair ‘STEP’.
26.10.1993 Repair ‘SIDE STEP’.

AZOL 3207

Details: wagon ‘AZOL 3207 L’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9690
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 68
Date Built: 14.03.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOHY;CME SCRAP TRAFFIC EX PAWS
BSG Code: DXOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Return to Service Date: 24.10.1991
Last Brake Cylinder: 20.06.1991
Last Lift: 01.08.1980

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

15.02.1989 Alteration complete ‘CONVERT 4 NO. ‘AOHY’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL - ‘NOT TO BE BOGIE EXCHANGED’. RECLASSIFY
‘AZOL’ - RETAIN SAME NUMBERS. AOHY 3202, 3207, 3213 + 1 OTHER. (RS4383)’.
New class: ‘AZOL’.

12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOHY 3207 U’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘STANCHION’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.

AZOL 3212

Details: wagon ‘AZOL 3212 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9690
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 68
Date Built: 01.01.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOHY;CME SCRAP TRAFFIC EX PAWS
BSG Code: DXOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Return to Service Date: 21.01.1992
Due Triple Valve: 30.10.1997
Last Brake Cylinder: 24.10.1989
Last Single Car Test: 24.10.1989

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

15.02.1989 Alteration complete ‘CONVERT 4 NO. ‘AOHY’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL - ‘NOT TO BE BOGIE EXCHANGED’. RECLASSIFY
‘AZOL’ - RETAIN SAME NUMBERS. AOHY 3202, 3207, 3213 + 1 OTHER. (RS4383)’.
New class: ‘AZOL’.

12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOHY 3212 G’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE SPRING’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1991 Repair ‘STEP’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1992 Repair ‘DOOR OPENING MECHANISM’.

AZOL 3213

Details: wagon ‘AZOL 3213 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
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Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9690
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NN 68
Date Built: 01.01.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOHY;CME SCRAP TRAFFIC EX PAWS
BSG Code: DXOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Return to Service Date: 29.01.1993
Last Brake Cylinder: 25.06.1992

15.02.1989 Alteration complete ‘CONVERT 4 NO. ‘AOHY’ WAGONS TO EXCHANGE
BOGIES. REMOVE STENCIL - ‘NOT TO BE BOGIE EXCHANGED’. RECLASSIFY
‘AZOL’ - RETAIN SAME NUMBERS. AOHY 3202, 3207, 3213 + 1 OTHER. (RS4383)’.
New class: ‘AZOL’.

12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOHY 3213 P’
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘DOOR COMPLETE’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Repair ‘TRAIN PIPE’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘DOOR LOCK MECHANISM’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1992 Repair ‘HANDRAILS END’.
25.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1992 Repair ‘SIDE STEP’.
29.01.1993 Repair ‘HANDRAILS’.

AZOX 2282

15.12.1995 Reclassified from wagon ‘AZOX 2282 D’ to ’ wagon ‘AZOY 2282 H’.
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AZOX 2308

03.11.1995 Reclassified from wagon ‘AZOX 2308 A’ to ’ wagon ‘AZOY 2308 E’.

AZOX 2549

28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘SIDE BEARER’.
28.12.1989 Repair ‘TOP CENTRE PLATE’.
28.12.1989 Repair ‘TOP CENTRE PLATE’.
28.12.1989 Repair ‘TRAIN PIPE (END)’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2549 K’
02.04.1991 Repair ‘DOOR HINGES AND PINS’.
02.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2549 K’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘DOOR LOCK MECHANISM’.
14.05.1991 Repair ‘END BRAKE COCK’.
14.05.1991 Repair ‘END HOSE’.
14.05.1991 Repair ‘TRAIN PIPE (END)’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2549 K’
11.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.03.1993 Issued at location ‘Stirling North’ with a previous code of wagon

‘AOOX 2549 K’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2549 K’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE RECLASSIFY’.
03.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2549 K’
05.08.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2549 K’
09.08.1995 Alteration ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED AND FIT

HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO RECLASSIFY
AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED & AOOY2989. (RS4914)’.
New class: ‘AZOY’.

10.08.1995 Reclassified from wagon ‘AZOX 2549 J’ to ’ wagon ‘AZOY 2549 N’.

AZOX 2846

05.07.1994 Reclassified from wagon ‘AZOX 2846 D’ to ’ wagon ‘AZOY 2846 H’.
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AZOX 2905

06.09.1995 Reclassified from wagon ‘AZOX 2905 P’ to ’ wagon ‘AZOY 2905 T’.

AZOX 2929

18.08.1995 Reclassified from wagon ‘AZOX 2929 V’ to ’ wagon ‘AZOY 2929 C’.

AZOX 2943

12.12.1995 Reclassified from wagon ‘AZOX 2943 G’ to ’ wagon ‘AZOY 2943 K’.

AZOX 2951

17.08.1995 Reclassified from wagon ‘AZOX 2951 T’ to ’ wagon ‘AZOY 2951 A’.

AZOX 2976

21.11.1995 Reclassified from wagon ‘AZOX 2976 L’ to ’ wagon ‘AZOY 2976 P’.

AZOX 4173

Details: wagon ‘AZOX 4173 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK
Return to Service Date: 26.10.1994
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 18.04.1980
Cont Max Slots: 3
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28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1990 Repair ‘END BRAKE COCK’.
29.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1990 Repair ‘SIDE BEARER’.
29.08.1990 Repair ‘TRAIN PIPE (END)’.
29.08.1990 Repair ‘TRAIN PIPE’.
29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4173 K’
17.11.1990 Repair ‘HANDRAILS’.
17.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 4173 K’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR LOCK MECHANISM’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘HANDRAILS END’.
11.02.1991 Repair ‘SIDE STEP’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4173 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘BODY COMPLETE’.
05.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 4173 K’
12.03.1992 Repair ‘DOOR LOCK MECHANISM’.
12.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4173 K’
06.04.1992 Repair ‘DOOR LOCK MECHANISM’.
06.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4173 K’
09.04.1992 Repair ‘VEHICLE COMPLETE’.
09.04.1992 Repair ‘VEHICLE STENCILS’.
09.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4173 K’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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03.12.1993 Repair ‘SIDE BEARER’.
03.12.1993 Repair ‘TOP CENTRE PLATE’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Repair ‘UNDERFRAME COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4173 K’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4173 K’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4173 K’
09.08.1995 Alteration ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED AND FIT

HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO RECLASSIFY
AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED & AOOY2989. (RS4914)’.
New class: ‘AZOY’.

AZOY 32

21.09.1989 Reclassified from wagon ‘AZOY 32 K’ to ’ wagon ‘AZOF 32 D’.

AZOY 2282

Details: wagon ‘AZOY 2282 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.11.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: DXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AH UZ UO
Return to Service Date: 09.12.1996
Due Triple Valve: 08.03.1989
Last Triple Valve: 22.12.1992
Last Single Car Test: 22.12.1992
Last Lift: 07.05.1987
Cont Max Slots: 3

30.08.1989 Repair ‘DOOR COMPLETE’.
30.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2282 D’
08.12.1989 Repair ‘HANDRAILS END’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2282 D’
08.03.1990 Repair ‘HANDRAILS END’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2282 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.09.1990 Repair ‘HANDRAILS END’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2282 D’
22.11.1990 Repair ‘DOOR LOCK MECHANISM’.
22.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2282 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.07.1991 Repair ‘HANDRAILS END’.
15.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2282 D’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.12.1992 Repair ‘END BRAKE COCK’.
21.12.1992 Repair ‘TRAIN PIPE (END)’.
21.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2282 D’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.03.1993 Repair ‘DOOR LOCK MECHANISM’.
24.03.1993 Repair ‘TRAIN PIPE (END)’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2282 D’
13.12.1993 Repair ‘HANDRAILS END’.
13.12.1993 Repair ‘STEP’.
13.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2282 D’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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24.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZOX 2282 D’

09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED
AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE RECLASSIFY’.
15.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2282 D’
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
09.12.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 2308

Details: wagon ‘AZOY 2308 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ
Return to Service Date: 12.12.1996
Due Triple Valve: 16.03.1995
Last Brake Cylinder: 13.07.1990
Last Single Car Test: 16.03.1994
Last Lift: 26.10.1979
Cont Max Slots: 3

08.02.1990 Repair ‘HANDRAILS END’.
08.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2308 A’
05.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2308 A’
04.04.1990 Repair ‘HANDRAILS END’.
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04.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2308 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Repair ‘SIDE BEARER’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2308 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2308 A’
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2308 A’
08.01.1993 Repair ‘DOOR COMPLETE’.
08.01.1993 Repair ‘STANCHION’.
08.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2308 A’
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BRAKE PULL ROD’.
15.03.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1994 Repair ‘TRAIN PIPE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2308 A’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2308 A’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2308 A’
03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2308 A’
12.02.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
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07.11.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 2549

Details: wagon ‘AZOY 2549 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: RE-INSTATED 30.06.94
BSG Code: DXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH UO UZ
Return to Service Date: 16.09.1996
Last Single Car Test: 07.12.1988
Last Lift: 06.07.1982
Cont Max Slots: 3

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AZOX 2549 J’
25.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 2846

Details: wagon ‘AZOY 2846 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.03.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: DXOZ

Capacity of 52 tonnes

Fleet Grp Code: AH WK UZ
Return to Service Date: 04.12.1996
Last Triple Valve: 17.03.1993
Last Single Car Test: 12.03.1994
Last Lift: 01.08.1984
Cont Max Slots: 3

28.11.1989 Repair ‘STANCHION’.
28.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AZOX 2846 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘END BRAKE COCK’.
03.07.1990 Repair ‘END HOSE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Repair ‘TRAIN PIPE’.
03.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2846 D’
26.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2846 D’
26.01.1991 Repair ‘END HOSE’.
26.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2846 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2846 D’
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24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AZOX 2846 D’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
12.03.1993 Repair ‘NYLON HOSE’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2846 D’
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BRANCH PIPE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2846 D’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AZOX 2846 D’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2846 D’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

22.11.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 2905

Details: wagon ‘AZOY 2905 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ
Return to Service Date: 05.02.1997
Last Triple Valve: 09.08.1988
Last Single Car Test: 17.03.1993
Last Lift: 06.05.1980
Cont Max Slots: 3

26.03.1995 Repair ‘VEHICLE RECLASSIFY’.
26.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AZOX 2905 P’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AZOX 2905 P’
06.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2905 P’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2905 P’
01.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

AZOY 2929

Details: wagon ‘AZOY 2929 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: DXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH UZ WK
Return to Service Date: 20.11.1996
Last Brake Cylinder: 04.08.1988
Last Single Car Test: 23.08.1991
Last Lift: 08.01.1982
Cont Max Slots: 3

11.10.1989 Repair ‘STANCHION’.
11.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2929 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2929 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘VEHICLE COMPLETE’.
15.08.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZOX 2929 V’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Repair ‘TRAIN PIPE (END)’.
22.08.1991 Repair ‘YOKE COMPLETE’.
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22.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZOX 2929 V’

12.03.1994 Repair ‘END BRAKE COCK’.
12.03.1994 Repair ‘GRADE CONTROL VALVE’.
12.03.1994 Repair ‘SIDE STEP’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2929 V’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2929 V’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2929 V’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

18.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2929 V’
10.10.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 2943

Details: wagon ‘AZOY 2943 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.12.1975
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Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ
Return to Service Date: 09.09.1996
Last Brake Cylinder: 22.02.1991
Last Single Car Test: 17.05.1989
Last Lift: 15.04.1986
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘DOOR OPENING MECHANISM’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘END HOSE’.
22.02.1991 Repair ‘GRADE CONTROL VALVE’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘TRAIN PIPE (END)’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2943 G’
27.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘CARD OR CLIP HOLDER’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘DOOR COMPLETE’.
08.05.1991 Repair ‘EMPTY LOAD VALVE’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2943 G’
20.11.1991 Repair ‘DOOR LOCK MECHANISM’.
20.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2943 G’
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘DOOR LOCK MECHANISM’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘HANDRAILS END’.
25.08.1992 Repair ‘TRAIN PIPE’.
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25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2943 G’
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AZOX 2943 G’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AZOX 2943 G’
24.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

10.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE RECLASSIFY’.
10.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2943 G’
12.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2943 G’
10.02.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 2951

Details: wagon ‘AZOY 2951 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: DXOZ

Capacity of 52 tonnes

Fleet Grp Code: AH UZ WK
Return to Service Date: 12.02.1997
Last Brake Cylinder: 02.05.1988
Last Single Car Test: 05.10.1988
Last Lift: 14.04.1986
Cont Max Slots: 3

04.12.1989 Repair ‘END HOSE’.
04.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AZOX 2951 T’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘STANCHION’.
23.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2951 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

17.01.1991 Repair ‘END HOSE’.
17.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AZOX 2951 T’
22.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2951 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2951 T’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

21.10.1994 Repair ‘VEHICLE RECLASSIFY’.
21.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2951 T’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2951 T’
28.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2951 T’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.
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17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE RECLASSIFY’.
17.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2951 T’
10.09.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

AZOY 2976

Details: wagon ‘AZOY 2976 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: DXOZ

Capacity of 52 tonnes

Fleet Grp Code: AH UO UZ
Return to Service Date: 19.02.1997
Due Triple Valve: 27.05.1994
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 27.05.1993
Last Lift: 06.10.1977
Cont Max Slots: 3

01.12.1989 Repair ‘HANDRAILS END’.
01.12.1989 Repair ‘STEP’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2976 L’
21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2976 L’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
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25.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1990 Repair ‘TRAIN PIPE (END)’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2976 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

27.06.1990 Repair ‘HANDRAILS END’.
27.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2976 L’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘EMPTY LOAD VALVE’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2976 L’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘SIDE STEP’.
14.04.1993 Repair ‘VEHICLE STENCILS’.
14.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AZOX 2976 L’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AZOX 2976 L’
13.09.1993 Repair ‘HANDRAILS END’.
13.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2976 L’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2976 L’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AZOX 2976 L’
24.05.1994 Alteration complete ‘RECLASSIFY 14 ‘AOOX’ WAGONS TO ‘AZOX‘. AOOX

2145, 2282, 2308, 2549, 2628, 2846, 2905, 2916, 2929, 2943, 2951, 2976, 2989,
4173. (RS4856)’. New class: ‘AZOX’.

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZOX 2976 L’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZOX 2976 L’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE RECLASSIFY’.
21.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AZOX 2976 L’
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17.01.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

AZOY 2989

Details: wagon ‘AZOY 2989 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO
Return to Service Date: 26.01.1997
Last Brake Cylinder: 18.10.1989
Last Single Car Test: 28.11.1991
Last Lift: 08.04.1981
Cont Max Slots: 3

19.08.1989 Repair ‘STEP’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOY 2989 F’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘END BRAKE COCK’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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18.10.1989 Repair ‘WEAR PLATES & SADDLES’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOY 2989 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.05.1990 Repair ‘COUPLER KNUCKLE’.
31.05.1990 Repair ‘TRAIN PIPE (END)’.
31.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOY 2989 F’
15.11.1990 Repair ‘STEP’.
15.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOY 2989 F’
14.12.1990 Repair ‘STANCHION’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOY 2989 F’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘TRAIN PIPE (END)’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOY 2989 F’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘END BRAKE COCK’.
22.07.1991 Repair ‘END BRAKE COCK’.
22.07.1991 Repair ‘TRAIN PIPE’.
22.07.1991 Repair ‘TRAIN PIPE’.
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOY 2989 F’
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOY 2989 F’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1991 Repair ‘END BRAKE COCK’.
22.11.1991 Repair ‘SIDE BEARER’.
22.11.1991 Repair ‘TRAIN PIPE (END)’.
22.11.1991 Repair ‘TRAIN PIPE’.
22.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOY 2989 F’
19.09.1993 Repair ‘HANDRAILS END’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOY 2989 F’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘STEP’.
14.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOY 2989 F’
14.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon
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‘AOOY 2989 F’
27.07.1995 Alteration complete ‘MODIFY ‘AOOX2989 ‘TO HIGH SPEED WAGON AND

RECLASSIFY TO ‘AOOY2989’. (RS4912)’. New class: ‘AOOY’.
28.07.1995 Repair ‘VEHICLE RECLASSIFY’.
28.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOOY 2989 F’
29.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOOY 2989 F’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOOY 2989 F’
09.08.1995 Alteration complete ‘MODIFY ‘AZOX‘OPEN WAGONS TO HIGH SPEED

AND FIT HIGH SPEED BOGIES. RECLASSIFY WAGONS TO ‘AZOY‘.ALSO
RECLASSIFY AOOY2989 TO ‘AZOY‘. AZOX (8) NO. TO BE SELECTED &
AOOY2989. (RS4914)’. New class: ‘AZOY’.

12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOY 2989 F’
20.08.1995 Repair ‘VEHICLE RECLASSIFY’.
20.08.1995 Repair ‘VEHICLE STENCILS’.
20.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOY 2989 F’
25.10.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1997 Repair ‘VEHICLE COMPLETE’.

AZOY 3031

Details: wagon ‘AZOY 3031 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 18.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC
Return to Service Date: 23.09.1996
Due Triple Valve: 24.04.1997
Last Single Car Test: 11.05.1990
Last Lift: 24.04.1987
Cont Max Slots: 3

08.07.1989 Repair ‘DOOR LOCK MECHANISM’.
08.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3031 F’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘TRAIN PIPE (END)’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 3031 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘COUPLER COMPLETE’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘EMPTY LOAD VALVE’.
04.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.06.1990 Repair ‘STRIKING CASTING’.
04.06.1990 Repair ‘TOP CENTRE PLATE’.
04.06.1990 Repair ‘TRAIN PIPE (END)’.
04.06.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 3031 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.08.1991 Repair ‘SIDE STEP’.
21.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3031 F’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 3031 F’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 3031 F’
09.07.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3031 F’
27.11.1995 Alteration complete ‘MODIFY FOUR (4) ‘AOSX’ WAGONS NO. ‘AOSX

3031,3035,4154,4174‘TO HIGH SPEED AND FIT HIGH SPEED BOGIES
(STANDARD GUAGE ) RESTENCIL WAGONS TO ‘AZOY’ (RS4927)’. New class:
‘AZOY’.

05.12.1995 Repair ‘VEHICLE COMPLETE’.
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05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 3031 F’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 3035

Details: wagon ‘AZOY 3035 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 22.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC
Return to Service Date: 16.12.1996
Last Triple Valve: 07.03.1988
Last Brake Cylinder: 07.03.1988
Last Single Car Test: 22.06.1992
Last Lift: 28.01.1986
Cont Max Slots: 3

03.09.1989 Repair ‘STEP’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3035 S’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘DOOR LOCK MECHANISM’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 3035 S’
14.03.1990 Repair ‘DOOR OPENING MECHANISM’.
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14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AOSX 3035 S’

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE STENCILS’.
01.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOSX 3035 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘STEP’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3035 S’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘DOOR FRAME’.
18.06.1992 Repair ‘DOOR HINGES AND PINS’.
18.06.1992 Repair ‘DOOR LOCK MECHANISM’.
18.06.1992 Repair ‘DOOR OPENING MECHANISM’.
18.06.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Repair ‘TRAIN PIPE’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 3035 S’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

26.02.1993 Repair ‘END BRAKE COCK’.
26.02.1993 Repair ‘END HOSE’.
26.02.1993 Repair ‘TRAIN PIPE (END)’.
26.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 3035 S’
20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 3035 S’
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3035 S’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 3035 S’
27.11.1995 Alteration complete ‘MODIFY FOUR (4) ‘AOSX’ WAGONS NO. ‘AOSX

3031,3035,4154,4174‘TO HIGH SPEED AND FIT HIGH SPEED BOGIES
(STANDARD GUAGE ) RESTENCIL WAGONS TO ‘AZOY’ (RS4927)’. New class:
‘AZOY’.

05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 3035 S’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
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21.03.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
16.12.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 4154

Details: wagon ‘AZOY 4154 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 01.07.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC
Return to Service Date: 25.11.1996
Due Triple Valve: 14.12.1994
Last Triple Valve: 20.09.1990
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 05.01.1982
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4154 P’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BEARINGS’.
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20.09.1990 Repair ‘BRAKE LEVER’.
20.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘END BRAKE COCK’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Repair ‘TRAIN PIPE (END)’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4154 P’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
13.02.1991 Repair ‘DOOR OPENING MECHANISM’.
13.02.1991 Repair ‘DRAFT GEAR POCKET’.
13.02.1991 Repair ‘HANDRAILS END’.
13.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1991 Repair ‘STEP’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4154 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘DOOR LOCK MECHANISM’.
04.09.1991 Repair ‘EMPTY LOAD VALVE’.
04.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4154 P’
17.10.1991 Repair ‘DOOR OPENING MECHANISM’.
17.10.1991 Repair ‘END BRAKE COCK’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4154 P’
18.10.1991 Repair ‘VEHICLE COMPLETE’.
18.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOSX 4154 P’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO

‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

27.05.1993 Repair ‘DOOR LOCK MECHANISM’.
27.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4154 P’
27.07.1993 Repair ‘VEHICLE RECLASSIFY’.
27.07.1993 Repair ‘VEHICLE STENCILS’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4154 P’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘DOOR LOCK MECHANISM’.
23.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1993 Repair ‘STANCHION’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
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23.11.1993 Repair ‘TRAIN PIPE’.
23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4154 P’
14.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4154 P’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4154 P’
27.11.1995 Alteration complete ‘MODIFY FOUR (4) ‘AOSX’ WAGONS NO. ‘AOSX

3031,3035,4154,4174‘TO HIGH SPEED AND FIT HIGH SPEED BOGIES
(STANDARD GUAGE ) RESTENCIL WAGONS TO ‘AZOY’ (RS4927)’. New class:
‘AZOY’.

05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4154 P’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

AZOY 4174

Details: wagon ‘AZOY 4174 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NS 189
Date Built: 15.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC
Return to Service Date: 28.10.1996
Last Brake Cylinder: 21.08.1991
Last Single Car Test: 13.03.1991
Last Lift: 21.02.1980
Cont Max Slots: 3

28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘CARD OR CLIP HOLDER’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘TRAIN PIPE’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4174 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘DOOR LOCK MECHANISM’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4174 X’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘DOOR OPENING MECHANISM’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOSX 4174 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Repair ‘HANDRAILS END’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4174 X’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DOOR COMPLETE’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOSX 4174 X’
14.11.1991 Repair ‘DOOR OPENING MECHANISM’.
14.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4174 X’
25.02.1993 Alteration complete ‘RECLASSIFY 80 NO. ‘AOOX’ OPEN WAGONS TO
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‘AOSX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 80 NO. FROM RANGE 3028 - 4199. (RS4779)’. New class: ‘AOSX’.

12.08.1993 Repair ‘HANDRAILS END’.
12.08.1993 Repair ‘STEP’.
12.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4174 X’
20.08.1993 Repair ‘VEHICLE RECLASSIFY’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4174 X’
16.09.1993 Repair ‘HANDRAILS’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4174 X’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4174 X’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4174 X’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOSX 4174 X’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOSX 4174 X’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOSX 4174 X’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOSX 4174 X’
27.11.1995 Alteration complete ‘MODIFY FOUR (4) ‘AOSX’ WAGONS NO. ‘AOSX

3031,3035,4154,4174‘TO HIGH SPEED AND FIT HIGH SPEED BOGIES
(STANDARD GUAGE ) RESTENCIL WAGONS TO ‘AZOY’ (RS4927)’. New class:
‘AZOY’.

05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AOSX 4174 X’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

2.192 Wagon classification starting with ‘AZP’

AZPA 4031

Details: wagon ‘AZPA 4031 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 22.1tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $570
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-26
Date Built: 24.05.1916
Operating System: ARHS
Intended Use: POISON
Remarks: W/O 02.04.88;SOLD TO ARHS 03.11.88
BSG Code: SBZZ

Capacity of 200 litres

Fleet Grp Code: AH WX
Return to Service Date: 19.04.1988
Due Triple Valve: 01.06.1988
Last Lift: 16.06.1987

03.06.1987 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK VEHICLES
- BOGIE CARRIER & POISON SPRAY VAN. AQAX 1 TO AZVL 1 P (BOGIE CARRIER
WAGON). AOWA 4031 TO AZPA 4031 B (POISON SPRAY VAN). (RS4202)’.

AZPL 4440

12.10.1988 Alteration complete ‘RECLASSIFY ‘UA 4440’ TO ‘AZPL’ - REFER RS4237.
(RS3102)’. New class: ‘AZPL’.

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘RELAY VALVE’.

2.193 Wagon classification starting with ‘AZQ’

AZQF 645

Details: wagon ‘AZQF 645 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $960
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
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Diagram Book Page No.: NS 174
Date Built: 06.09.1916
Operating System: AN
Intended Use: GENERAL
Remarks: EX QA;1067MM GA.ROLLINGSTOCK
BSG Code: FSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UH UZ
Return to Service Date: 12.03.1994
Due Triple Valve: 30.09.1990
Last Brake Cylinder: 30.09.1989
Last Single Car Test: 22.08.1989
Last Lift: 01.04.1982

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1988 Alteration complete ‘REC1ASSIFY AZQY TO AZQF - REFER RS4231
(RS3078)’. New class: ‘AZQF’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1989 Repair ‘STEP’.
15.01.1991 Repair ‘HANDBRAKE HANDLE’.
15.01.1991 Repair ‘STEP’.
17.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1991 Repair ‘HANDBRAKE HANDLE’.
10.05.1991 Repair ‘STEP’.
15.11.1991 Repair ‘HANDBRAKE HANDLE’.
15.11.1991 Repair ‘STEP’.
15.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1992 Repair ‘STEP’.
10.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1992 Repair ‘HANDRAILS END’.
25.09.1992 Repair ‘STEP’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘STEP’.
11.02.1994 Repair ‘STEP’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.

4959



2. TIMS GROUP INFORMATION - WAGONS

11.04.1994 Alteration ‘RECLASSIFY ‘AZQF’ FLAT WAGON TO ‘RFQF‘. (NRC032)’. New
class: ‘RFQF’.

AZQF 1966

Details: wagon ‘AZQF 1966 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 24.4m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $28750
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-19
Date Built: 14.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX Q;1067MM GA.ROLLINGSTOCK
BSG Code: DSFZ

Capacity of 79.3 tonnes

Corporate ID flag: Y
Fleet Grp Code: UH SL SV
Return to Service Date: 11.07.1996
Last Single Car Test: 06.08.1992
Last Lift: 09.02.1987

21.08.1986 Alteration complete ‘REFURBISHMENT OF ONE ‘Q’ WAGON FOR HEAVY
MACHINERY TRAFFIC. Q 1966 (RS4143)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1988 Alteration complete ‘REC1ASSIFY AZQY TO AZQF - REFER RS4231
(RS3078)’. New class: ‘AZQF’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE SIDEFRAME’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘STEP’.
12.12.1989 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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03.05.1990 Repair ‘END HOSE’.
03.05.1990 Repair ‘LASHING POINT’.
03.05.1990 Repair ‘LASHING POINT’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE PIN’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE SIDEFRAME’.
26.09.1990 Repair ‘BRAKE LEVER’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘HANDRAILS END’.
26.09.1990 Repair ‘TOP CENTRE PLATE’.
26.09.1990 Repair ‘YOKE COMPLETE’.
10.10.1990 Repair ‘BRAKE PIN’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘HANDRAILS END’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘HANDRAILS END’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Repair ‘WHEEL SET’.
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BRAKE CONTROL PIPE’.
18.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘END BRAKE COCK’.
29.07.1992 Repair ‘END HOSE’.
29.07.1992 Repair ‘TRAIN PIPE (END)’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1992 Repair ‘FLOOR COMPLETE’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
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29.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

AZQF 2406

18.05.1994 Reclassified from wagon ‘AZQF 2406 P’ to ’ wagon ‘RFQF 2406 P’.

AZQF 2407

Details: wagon ‘AZQF 2407 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $29930
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: NS 175
Date Built: 20.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX QB;RAILS BELOW DECK FOR 1067MM WAGONS
BSG Code: FSFZ

Capacity of 74 tonnes

Fleet Grp Code: AE UZ UH CN CM CF
Return to Service Date: 19.03.1993
Last Brake Cylinder: 02.12.1988
Last Single Car Test: 23.05.1989
Last Lift: 02.10.1987

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

18.01.1988 Alteration complete ‘REC1ASSIFY AZQY TO AZQF - REFER RS4231
(RS3078)’. New class: ‘AZQF’.

18.09.1989 Repair ‘END BRAKE COCK’.
18.09.1989 Repair ‘END HOSE’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1990 Repair ‘BOGIE BEARINGS’.
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06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE
SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

09.05.1991 Repair ‘STEP’.
09.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1992 Repair ‘FLOOR COMPLETE’.
12.03.1993 Repair ‘HANDRAILS END’.
12.03.1993 Repair ‘STEP’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.

AZQY 645

15.01.1988 Reclassified from wagon ‘AZQY 645 B’ to ’ wagon ‘AZQF 645 R’.

AZQY 1966

02.03.1988 Reclassified from wagon ‘AZQY 1966 H’ to ’ wagon ‘AZQF 1966 A’.

AZQY 2407

15.01.1988 Reclassified from wagon ‘AZQY 2407 X’ to ’ wagon ‘AZQF 2407 B’.

2.194 Wagon classification starting with ‘AZR’

AZRF 1595

Details: wagon ‘AZRF 1595 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18390
Run Restriction: Not to Run in NSW‘
Date Built: 14.08.1959
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 11.06.1992
Due Triple Valve: 20.04.1989
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 19.10.1990
Last Lift: 15.08.1981

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
19.10.1990 Repair ‘LADDER’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1595 S’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Issued at location ‘Spencer Junction’ with a previous code of wagon

‘RGD 1595 S’
11.06.1992 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRF AND FIT

TRANSVERSE HANDBRAKE PER DRAWINGS W4-70 TO 72. FIR SHUNTERS
END STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING
13-CM-459. AZRF 1595, 1610, 1611, 1618, 3174. (RS4744)’.

AZRF 1610

Details: wagon ‘AZRF 1610 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18390
Run Restriction: Not to Run in NSW‘
Date Built: 20.08.1959
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 04.05.1992
Last Lift: 15.09.1981
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18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.
RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

04.05.1992 Repair ‘VEHICLE RECLASSIFY’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1610 X’
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRF AND FIT

TRANSVERSE HANDBRAKE PER DRAWINGS W4-70 TO 72. FIR SHUNTERS
END STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING
13-CM-459. AZRF 1595, 1610, 1611, 1618, 3174. (RS4744)’.

AZRF 1611

Details: wagon ‘AZRF 1611 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18390
Run Restriction: Not to Run in NSW‘
Date Built: 18.08.1959
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 01.10.1992
Due Triple Valve: 19.11.1992
Last Single Car Test: 19.11.1991
Last Lift: 15.08.1982

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
19.10.1990 Repair ‘LADDER’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1611 R’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘BRAKE BLOCK OTHER’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1611 R’
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14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1991 Repair ‘BRAKE LEVER’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1611 R’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

04.05.1992 Repair ‘VEHICLE RECLASSIFY’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1611 R’
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Repair ‘VEHICLE STENCILS’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRF AND FIT

TRANSVERSE HANDBRAKE PER DRAWINGS W4-70 TO 72. FIR SHUNTERS
END STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING
13-CM-459. AZRF 1595, 1610, 1611, 1618, 3174. (RS4744)’.

AZRF 1618

Details: wagon ‘AZRF 1618 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18390
Run Restriction: Not to Run in NSW‘
Date Built: 30.07.1959
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 24.01.1997
Last Single Car Test: 27.04.1992
Last Lift: 15.09.1984

07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1618 L’

4966



2.194. Wagon classification starting with ‘AZR’

04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘TRAIN PIPE’.
04.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RGD 1618 L’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘TRAIN PIPE (END)’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1618 L’
10.06.1992 Repair ‘VEHICLE RECLASSIFY’.
10.06.1992 Issued at location ‘Spencer Junction’ with a previous code of wagon

‘RGD 1618 L’
11.06.1992 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRF AND FIT

TRANSVERSE HANDBRAKE PER DRAWINGS W4-70 TO 72. FIR SHUNTERS
END STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING
13-CM-459. AZRF 1595, 1610, 1611, 1618, 3174. (RS4744)’.

02.03.1993 Repair ‘YOKE PIN’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1997 Repair ‘VEHICLE COMPLETE’.

AZRF 1686

Details: wagon ‘AZRF 1686 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18680
Run Restriction: Not to Run in NSW‘
Date Built: 19.05.1961
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.03.1995
Last Single Car Test: 19.10.1990
Last Lift: 15.11.1981
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19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
19.10.1990 Repair ‘LADDER’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1686 D’
22.02.1991 Repair ‘HANDRAILS’.
22.02.1991 Repair ‘STEP’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RGD 1686 D’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

10.04.1992 Repair ‘HANDBRAKE HANDLE’.
10.04.1992 Repair ‘STEP’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1686 D’
04.05.1992 Repair ‘VEHICLE RECLASSIFY’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1686 D’
04.08.1992 Alteration ‘REMOVE EXISTING END HAND BRAKE. FIT TRANSVERSE

HANDBRAKE PER DRAWINGS W4-70 TO 72. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459. FIT
MULTI-HOLE PULL RODS. RECLASSIFY TO AZRL. AZRF 1686, 1691, 1766, 1770,
1842, 3176. (RS4719)’. New class: ‘AZRL’.

07.01.1994 Repair ‘HANDRAILS END’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.

AZRF 1691

Details: wagon ‘AZRF 1691 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18680
Run Restriction: Not to Run in NSW‘
Date Built: 15.09.1961
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 14.01.1995
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 16.11.1993
Last Lift: 15.09.1981

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘LADDER’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1691 M’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Repair ‘VEHICLE STENCILS’.
20.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1691 M’
04.08.1992 Alteration ‘REMOVE EXISTING END HAND BRAKE. FIT TRANSVERSE

HANDBRAKE PER DRAWINGS W4-70 TO 72. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459. FIT
MULTI-HOLE PULL RODS. RECLASSIFY TO AZRL. AZRF 1686, 1691, 1766, 1770,
1842, 3176. (RS4719)’. New class: ‘AZRL’.

15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.

AZRF 1766

Details: wagon ‘AZRF 1766 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $18250
Run Restriction: Not to Run in NSW‘
Date Built: 27.11.1963
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

4969



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: AH PZ PB
Return to Service Date: 10.05.1995
Last Single Car Test: 19.10.1990
Last Lift: 15.09.1984

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGD 1766 R’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
19.10.1990 Repair ‘LADDER’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1766 R’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

05.06.1992 Repair ‘VEHICLE RECLASSIFY’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1766 R’
04.08.1992 Alteration ‘REMOVE EXISTING END HAND BRAKE. FIT TRANSVERSE

HANDBRAKE PER DRAWINGS W4-70 TO 72. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459. FIT
MULTI-HOLE PULL RODS. RECLASSIFY TO AZRL. AZRF 1686, 1691, 1766, 1770,
1842, 3176. (RS4719)’. New class: ‘AZRL’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.

AZRF 1770

Details: wagon ‘AZRF 1770 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $18250
Run Restriction: Not to Run in NSW‘
Date Built: 17.12.1963
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 08.04.1993
Last Lift: 15.08.1981

18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.
RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1770 R’
04.05.1992 Repair ‘VEHICLE RECLASSIFY’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1770 R’
04.08.1992 Alteration ‘REMOVE EXISTING END HAND BRAKE. FIT TRANSVERSE

HANDBRAKE PER DRAWINGS W4-70 TO 72. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459. FIT
MULTI-HOLE PULL RODS. RECLASSIFY TO AZRL. AZRF 1686, 1691, 1766, 1770,
1842, 3176. (RS4719)’. New class: ‘AZRL’.

08.04.1993 Repair ‘LADDER’.

AZRF 1842

Details: wagon ‘AZRF 1842 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19900
Run Restriction: Not to Run in NSW‘
Date Built: 12.11.1965
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.06.1992
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 19.10.1990
Last Lift: 15.06.1982

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
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19.10.1990 Repair ‘END BRAKE COCK’.
19.10.1990 Repair ‘LADDER’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 1842 S’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Issued at location ‘Spencer Junction’ with a previous code of wagon

‘RGD 1842 S’
11.06.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Alteration ‘REMOVE EXISTING END HAND BRAKE. FIT TRANSVERSE

HANDBRAKE PER DRAWINGS W4-70 TO 72. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459. FIT
MULTI-HOLE PULL RODS. RECLASSIFY TO AZRL. AZRF 1686, 1691, 1766, 1770,
1842, 3176. (RS4719)’. New class: ‘AZRL’.

AZRF 3174

Details: wagon ‘AZRF 3174 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $19220
Run Restriction: Not to Run in NSW‘
Date Built: 06.08.1965
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 01.10.1992
Last Single Car Test: 10.10.1990
Last Lift: 15.08.1982

09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1990 Repair ‘END HOSE’.
09.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1990 Repair ‘TRAIN PIPE (END)’.
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09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 3174 A’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

04.05.1992 Repair ‘VEHICLE RECLASSIFY’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 3174 A’
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Repair ‘VEHICLE STENCILS’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRF AND FIT

TRANSVERSE HANDBRAKE PER DRAWINGS W4-70 TO 72. FIR SHUNTERS
END STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING
13-CM-459. AZRF 1595, 1610, 1611, 1618, 3174. (RS4744)’.

AZRF 3176

Details: wagon ‘AZRF 3176 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $17930
Run Restriction: Not to Run in NSW‘
Date Built: 21.02.1964
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DSFR

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 12.10.1994
Last Lift: 15.06.1982

22.02.1991 Repair ‘HANDRAILS END’.
22.02.1991 Repair ‘STEP’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RGD 3176 S’
18.03.1991 Repair ‘END BRAKE COCK’.
18.03.1991 Repair ‘LADDER’.
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18.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RGD 3176 S’

14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 3176 S’
18.03.1992 Alteration complete ‘RECLASSIFY 11 NO. ‘RGD‘FLAT WAGONS TO ‘AZRF‘.

RGD 1595,1610,1611,1618,1686,1691,1766,1770,1842,3174,3176. (RS4684)’. New
class: ‘AZRF’.

05.06.1992 Repair ‘VEHICLE RECLASSIFY’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGD 3176 S’
04.08.1992 Alteration ‘REMOVE EXISTING END HAND BRAKE. FIT TRANSVERSE

HANDBRAKE PER DRAWINGS W4-70 TO 72. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459. FIT
MULTI-HOLE PULL RODS. RECLASSIFY TO AZRL. AZRF 1686, 1691, 1766, 1770,
1842, 3176. (RS4719)’. New class: ‘AZRL’.

04.11.1993 Repair ‘END BRAKE COCK’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.

AZRL 897

18.06.1992 Reclassified from wagon ‘AZRL 897 B’ to ’ wagon ‘AZRL 20897 L’.

AZRL 900

18.06.1992 Reclassified from wagon ‘AZRL 900 L’ to ’ wagon ‘AZRL 20900 V’.

AZRL 918

18.06.1992 Reclassified from wagon ‘AZRL 918 W’ to ’ wagon ‘AZRL 20918 J’.

AZRL 1004

18.06.1992 Reclassified from wagon ‘AZRL 1004 N’ to ’ wagon ‘AZRL 21004 A’.

AZRL 1014

18.06.1992 Reclassified from wagon ‘AZRL 1014 V’ to ’ wagon ‘AZRL 21014 X’.

AZRL 1054

18.06.1992 Reclassified from wagon ‘AZRL 1054 H’ to ’ wagon ‘AZRL 21054 R’.

AZRL 1055

19.06.1992 Reclassified from wagon ‘AZRL 1055 Q’ to ’ wagon ‘AZRL 21055 D’.

AZRL 1123

18.06.1992 Reclassified from wagon ‘AZRL 1123 E’ to ’ wagon ‘AZRL 21123 Y’.
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AZRL 1126

18.06.1992 Reclassified from wagon ‘AZRL 1126 X’ to ’ wagon ‘AZRL 21126 S’.

AZRL 1227

18.06.1992 Reclassified from wagon ‘AZRL 1227 B’ to ’ wagon ‘AZRL 21227 L’.

AZRL 1233

18.06.1992 Reclassified from wagon ‘AZRL 1233 T’ to ’ wagon ‘AZRL 21233 G’.

AZRL 1236

18.06.1992 Reclassified from wagon ‘AZRL 1236 A’ to ’ wagon ‘AZRL 21236 K’.

AZRL 1645

Details: wagon ‘AZRL 1645 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $1856040
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 08.07.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGD;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.09.1989
Last Lift: 15.12.1981

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

28.09.1989 Repair ‘STANCHION’.
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09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT
TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

AZRL 1646

Details: wagon ‘AZRL 1646 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $856040
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 07.07.1960
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DXFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 23.04.1992
Last Brake Cylinder: 19.11.1991
Last Single Car Test: 27.04.1992
Last Lift: 15.08.1982

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘BRAKE PIN’.
15.05.1991 Repair ‘END HOSE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘COUPLER COMPLETE’.
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07.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BRAKE LEVER’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘BRAKE LEVER’.
23.04.1992 Repair ‘TRAIN PIPE (END)’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT

TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

AZRL 1672

Details: wagon ‘AZRL 1672 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $1856040
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 07.06.1961
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DXFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 10.04.1992
Last Lift: 15.06.1982

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

29.05.1990 Repair ‘STEP’.
10.04.1992 Repair ‘STEP’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT

TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END

4977



2. TIMS GROUP INFORMATION - WAGONS

STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

AZRL 1758

Details: wagon ‘AZRL 1758 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 04.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGD;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1991
Last Lift: 15.09.1981

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘HANDRAILS’.
09.04.1991 Repair ‘HANDRAILS END’.
14.11.1991 Repair ‘HANDBRAKE HANDLE’.
14.11.1991 Repair ‘STEP’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT

TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

AZRL 1765

Details: wagon ‘AZRL 1765 E’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 12.11.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGD;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 08.11.1993
Last Single Car Test: 23.01.1989
Last Lift: 15.05.1980

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

15.11.1991 Repair ‘STEP’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT

TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

08.11.1993 Repair ‘STEP’.

AZRL 1781

Details: wagon ‘AZRL 1781 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18730
Run Restriction: Not to Run in NSW‘
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Diagram Book Page No.: NS 156
Date Built: 03.01.1964
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGD;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.09.1989
Last Lift: 15.06.1982

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

28.09.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT

TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

AZRL 1839

Details: wagon ‘AZRL 1839 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 29.10.1965
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DXFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.07.1993
Last Lift: 15.05.1981
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04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT
TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

02.07.1993 Repair ‘EMPTY LOAD VALVE’.

AZRL 1841

Details: wagon ‘AZRL 1841 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 12.11.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: EX RGD;CCE USE
BSG Code: DXFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 27.04.1992
Last Triple Valve: 24.02.1988
Last Lift: 15.09.1981

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1990 Repair ‘HANDBRAKE HANDLE’.
11.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT
TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

AZRL 3173

Details: wagon ‘AZRL 3173 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 156
Date Built: 30.04.1964
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGD;CCE USE
BSG Code: DXFR

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.02.1996
Last Lift: 15.09.1981

04.02.1988 Alteration complete ‘MODIFY 20 ‘RGD’ WAGONS FOR BOGIE EXCHANGE
AND RECLASSIFY ‘AZRL’ (RS4257)’. Length Over Headstocks: ‘14.3m’. Tare
Weight: ‘19.2tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AZRL’. Intended use: ‘SLEEPERS CONCRET’.
Capacity: ‘56T.’

28.09.1989 Repair ‘HANDBRAKE HANDLE’.
24.10.1991 Repair ‘SIDE MEMBER’.
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘STEP’.
09.11.1992 Alteration ‘REMOVE EXISTING END HANDBRAKE FROM AZRL AND FIT

TRANSVERSE HANDBRAKE PER DRAWING W4-70 TO 72. FIT SHUNTERS END
STEPS AND HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
AZRL 1645, 1646, 1672, 1758, 1765, 1781, 1839, 1841, 3173. (RS4743)’.

07.05.1993 Repair ‘STEP’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
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28.02.1996 Repair ‘VEHICLE COMPLETE’.

AZRL 20897

Details: wagon ‘AZRL 20897 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 04.08.1952
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGB897;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.08.1996
Due Triple Valve: 31.07.1990
Last Brake Cylinder: 31.07.1989
Last Single Car Test: 23.06.1992
Last Lift: 06.02.1979

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘BRANCH PIPE’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.07.1989 Repair ‘END BRAKE COCK’.
28.07.1989 Repair ‘END HOSE’.
28.07.1989 Repair ‘HANDBRAKE HANDLE’.
28.07.1989 Repair ‘HANDRAILS’.
28.07.1989 Repair ‘HANDRAILS END’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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28.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZRL 897 B’

30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 897 B’
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘VEHICLE COMPLETE’.
31.01.1990 Repair ‘VEHICLE RECLASSIFY’.
31.01.1990 Repair ‘VEHICLE STENCILS’.
31.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 897 B’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Repair ‘BRANCH PIPE’.
04.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1990 Repair ‘HANDRAILS’.
04.04.1990 Repair ‘RELAY VALVE’.
04.04.1990 Repair ‘SIDE STEP’.
04.04.1990 Repair ‘STANCHION’.
04.04.1990 Repair ‘UNDERFRAME COMPLETE’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 897 B’
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘VEHICLE COMPLETE’.
10.04.1990 Repair ‘VEHICLE STENCILS’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 897 B’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 897 B’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘TRAIN PIPE’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
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AZRL 20900

Details: wagon ‘AZRL 20900 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 03.07.1952
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGB900;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 13.11.1995
Last Single Car Test: 23.06.1992
Last Lift: 20.04.1979

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 900 L’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘FLOOR COMPLETE’.
12.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1990 Repair ‘HANDRAILS’.
12.03.1990 Repair ‘SIDE STEP’.
12.03.1990 Repair ‘TRAIN PIPE (END)’.
12.03.1990 Repair ‘VEHICLE RECLASSIFY’.
12.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 900 L’
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
15.03.1990 Repair ‘VEHICLE STENCILS’.
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15.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AZRL 900 L’

07.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 900 L’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 900 L’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘TRAIN PIPE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 20918

Details: wagon ‘AZRL 20918 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 21.11.1952
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGB918;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 13.11.1995
Last Single Car Test: 23.06.1992
Last Lift: 18.09.1987

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘BRAKE PULL ROD’.
14.07.1989 Repair ‘COUPLER COMPLETE’.
14.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.07.1989 Repair ‘HANDRAILS’.
14.07.1989 Repair ‘STEP’.
14.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 918 W’
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 918 W’
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘VEHICLE COMPLETE’.
01.02.1990 Repair ‘VEHICLE RECLASSIFY’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
01.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 918 W’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.03.1990 Repair ‘BRAKE LEVER’.
28.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1990 Repair ‘HANDRAILS’.
28.03.1990 Repair ‘SIDE STEP’.
28.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 918 W’
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 918 W’
07.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 918 W’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.
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18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 918 W’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘BRAKE LEVER’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 21004

Details: wagon ‘AZRL 21004 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7330
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 27.06.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX RGB1004;CCE USE
BSG Code: DXFZ

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.03.1995
Last Single Car Test: 31.01.1992
Last Lift: 15.12.1975

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
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2.194. Wagon classification starting with ‘AZR’

10.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘HANDRAILS END’.
10.08.1989 Repair ‘STEP’.
10.08.1989 Repair ‘TOP CENTRE PLATE’.
10.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1004 N’
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1004 N’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE CONTROL PIPE’.
27.07.1990 Repair ‘BRAKE PULL ROD’.
27.07.1990 Repair ‘BRAKE PULL ROD’.
27.07.1990 Repair ‘CARD OR CLIP HOLDER’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘FLOOR COMPLETE’.
27.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1990 Repair ‘HANDRAILS’.
27.07.1990 Repair ‘SIDE STEP’.
27.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Repair ‘VEHICLE RECLASSIFY’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1004 N’
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE STENCILS’.
31.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1004 N’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE LEVER’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1992 Repair ‘HANDRAILS’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.
30.01.1992 Repair ‘YOKE COMPLETE’.
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1004 N’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
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2. TIMS GROUP INFORMATION - WAGONS

18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZRL 1004 N’

12.03.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Repair ‘LADDER’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BRANCH PIPE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 21014

Details: wagon ‘AZRL 21014 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7630
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 22.04.1958
Operating System: AN
Intended Use: GENERAL
Remarks: EX RGB1014;CCE USE
BSG Code: DXFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 13.11.1995
Due Triple Valve: 02.08.1991
Last Brake Cylinder: 16.08.1989
Last Single Car Test: 23.06.1992
Last Lift: 19.09.1975

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.
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2.194. Wagon classification starting with ‘AZR’

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BEARERS’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.08.1989 Repair ‘HANDRAILS’.
16.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1989 Repair ‘STEP’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1014 V’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE CONTROL PIPE’.
01.08.1990 Repair ‘BRANCH PIPE’.
01.08.1990 Repair ‘CARD OR CLIP HOLDER’.
01.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘HANDRAILS’.
01.08.1990 Repair ‘HANDRAILS’.
01.08.1990 Repair ‘STANCHION’.
01.08.1990 Repair ‘STEP’.
01.08.1990 Repair ‘VEHICLE RECLASSIFY’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1014 V’
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1014 V’
10.07.1991 Repair ‘END BRAKE COCK’.
10.07.1991 Repair ‘END HOSE’.
10.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1014 V’
11.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1014 V’
05.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1014 V’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘SIDE BEARER’.
14.04.1992 Repair ‘YOKE CARRIER’.
14.04.1992 Repair ‘YOKE COMPLETE’.
14.04.1992 Repair ‘YOKE PIN’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1014 V’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New

4991
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class: ‘AZRL’.
18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1014 V’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRANCH PIPE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘BRAKE PULL ROD’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 21054

Details: wagon ‘AZRL 21054 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 15.06.1955
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGB1054;CCE USE
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 12.08.1994
Last Triple Valve: 23.06.1992
Last Single Car Test: 23.06.1992
Last Lift: 20.04.1979

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
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897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘BRAKE LEVER’.
06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘SIDE BEARER’.
06.07.1989 Repair ‘STEP’.
06.07.1989 Repair ‘TRAIN PIPE (END)’.
06.07.1989 Repair ‘TRAIN PIPE’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
30.01.1990 Repair ‘CARD OR CLIP HOLDER’.
30.01.1990 Repair ‘HANDBRAKE HANDLE’.
30.01.1990 Repair ‘HANDRAILS’.
30.01.1990 Repair ‘HANDRAILS END’.
30.01.1990 Repair ‘SIDE STEP’.
30.01.1990 Repair ‘STANCHION’.
30.01.1990 Repair ‘STEP’.
30.01.1990 Repair ‘VEHICLE RECLASSIFY’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘VEHICLE COMPLETE’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1054 H’
28.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘STEP’.
28.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
11.05.1990 Repair ‘HANDRAILS’.
11.05.1990 Repair ‘HANDRAILS’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
12.05.1991 Repair ‘WHEEL SET’.
12.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZRL 1054 H’
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1054 H’
07.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1992 Repair ‘EMPTY LOAD VALVE’.
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07.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1054 H’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE CONTROL PIPE’.
19.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘TRAIN PIPE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.

AZRL 21055

Details: wagon ‘AZRL 21055 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 15.06.1955
Operating System: AN
Intended Use: GENERAL
Remarks: EX RGB1055;CCE USE
BSG Code: DXFZ

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 02.12.1996
Last Brake Cylinder: 11.01.1991
Last Single Car Test: 30.01.1992
Last Lift: 18.09.1987

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
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RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘HANDRAILS END’.
12.07.1989 Repair ‘NYLON HOSE’.
12.07.1989 Repair ‘STEP’.
12.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1055 Q’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘BRANCH PIPE’.
30.05.1990 Repair ‘CARD OR CLIP HOLDER’.
30.05.1990 Repair ‘FLOOR COMPLETE’.
30.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1990 Repair ‘HANDBRAKE HANDLE’.
30.05.1990 Repair ‘HANDRAILS’.
30.05.1990 Repair ‘SIDE STEP’.
30.05.1990 Repair ‘TRAIN PIPE (END)’.
30.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1990 Repair ‘VEHICLE RECLASSIFY’.
30.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1055 Q’
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
05.06.1990 Repair ‘VEHICLE STENCILS’.
05.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1055 Q’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘BRAKE PULL ROD’.
10.01.1991 Repair ‘BRANCH PIPE’.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘TRAIN PIPE’.
10.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1055 Q’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.01.1992 Repair ‘HANDRAILS’.
29.01.1992 Repair ‘SIDE BEARER’.
29.01.1992 Repair ‘TOP CENTRE PLATE’.
29.01.1992 Repair ‘YOKE COMPLETE’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1055 Q’
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12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS
WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘VEHICLE RENUMBERED’.
19.06.1992 Issued at location ‘Stirling North’ with a previous code of wagon

‘AZRL 1055 Q’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘BRAKE LEVER’.
22.04.1994 Repair ‘BRAKE PULL ROD’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1996 Repair ‘VEHICLE COMPLETE’.

AZRL 21123

Details: wagon ‘AZRL 21123 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 29.06.1954
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGB1123;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 13.11.1995
Due Triple Valve: 28.07.1990
Last Brake Cylinder: 28.07.1989
Last Single Car Test: 23.06.1992
Last Lift: 13.09.1982

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
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897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
27.07.1989 Repair ‘BRANCH PIPE’.
27.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.07.1989 Repair ‘HANDRAILS END’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘SIDE BEARER’.
27.07.1989 Repair ‘STEP’.
27.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1123 E’
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1123 E’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE CONTROL PIPE’.
16.01.1990 Repair ‘BRANCH PIPE’.
16.01.1990 Repair ‘CARD OR CLIP HOLDER’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1990 Repair ‘HANDBRAKE HANDLE’.
16.01.1990 Repair ‘HANDRAILS’.
16.01.1990 Repair ‘SIDE STEP’.
16.01.1990 Repair ‘STANCHION’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1123 E’
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘VEHICLE COMPLETE’.
01.02.1990 Repair ‘VEHICLE RECLASSIFY’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
01.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1123 E’
08.05.1990 Repair ‘HANDRAILS’.
08.05.1990 Repair ‘SIDE STEP’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1123 E’
15.05.1990 Repair ‘BODY COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1123 E’
12.05.1991 Repair ‘BOGIE COMPLETE’.
12.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZRL 1123 E’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
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class: ‘AZRL’.
18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1123 E’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 21126

Details: wagon ‘AZRL 21126 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 10.06.1955
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RGB1126;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 27.03.1995
Last Single Car Test: 25.01.1994
Last Lift: 17.07.1981

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE LEVER’.
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06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘SIDE BEARER’.
06.07.1989 Repair ‘STEP’.
06.07.1989 Repair ‘TRAIN PIPE (END)’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1126 X’
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1126 X’
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘VEHICLE COMPLETE’.
31.01.1990 Repair ‘VEHICLE RECLASSIFY’.
31.01.1990 Repair ‘VEHICLE STENCILS’.
31.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1126 X’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘BOGIE SPRING’.
18.04.1990 Repair ‘BRAKE CONTROL PIPE’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘BRANCH PIPE’.
18.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1990 Repair ‘HANDRAILS’.
18.04.1990 Repair ‘SIDE STEP’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1126 X’
04.05.1990 Repair ‘VEHICLE COMPLETE’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1126 X’
12.05.1991 Repair ‘WHEEL SET’.
12.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AZRL 1126 X’
05.03.1992 Repair ‘HANDBRAKE HANDLE’.
05.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1126 X’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1126 X’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘HANDRAILS’.
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28.10.1993 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BRAKE CONTROL PIPE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘BRAKE LEVER’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 21227

Details: wagon ‘AZRL 21227 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 10.06.1955
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX RBG1227;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.08.1996
Due Triple Valve: 11.05.1991
Last Brake Cylinder: 11.05.1990
Last Single Car Test: 22.06.1992
Last Lift: 07.11.1978

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1227 B’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
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09.05.1990 Repair ‘BRANCH PIPE’.
09.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1990 Repair ‘HANDRAILS’.
09.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1990 Repair ‘SIDE STEP’.
09.05.1990 Repair ‘STANCHION’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
09.05.1990 Repair ‘VEHICLE RECLASSIFY’.
09.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1227 B’
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘VEHICLE COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1227 B’
05.03.1992 Repair ‘HANDBRAKE HANDLE’.
05.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1227 B’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1227 B’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

AZRL 21233

Details: wagon ‘AZRL 21233 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7330
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 07.06.1956
Operating System: AN
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Intended Use: RAIL RAKE
Remarks: EX RGB1233;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 21.03.1995
Due Triple Valve: 23.06.1993
Last Brake Cylinder: 01.03.1990
Last Single Car Test: 23.06.1992
Last Lift: 16.02.1979

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘HANDRAILS END’.
09.08.1989 Repair ‘SIDE BEARER’.
09.08.1989 Repair ‘SIDE STEP’.
09.08.1989 Repair ‘STEP’.
09.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1233 T’
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1233 T’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1990 Repair ‘HANDRAILS’.
23.02.1990 Repair ‘HANDRAILS END’.
23.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.02.1990 Repair ‘SIDE STEP’.
23.02.1990 Repair ‘STEP’.
23.02.1990 Repair ‘VEHICLE RECLASSIFY’.
23.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1233 T’
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1233 T’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘HANDRAILS’.
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10.05.1990 Repair ‘SIDE STEP’.
10.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1233 T’
11.01.1992 Repair ‘HANDRAILS’.
11.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1233 T’
05.03.1992 Repair ‘HANDBRAKE HANDLE’.
05.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZRL 1233 T’
07.05.1992 Repair ‘HANDBRAKE HANDLE’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1233 T’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1233 T’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE CONTROL PIPE’.
19.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘END HOSE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘BRAKE PULL ROD’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.

AZRL 21236

Details: wagon ‘AZRL 21236 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 26.05.1955
Operating System: AN
Intended Use: RAIL RAKE

5003



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX RGB1236;CCE USE;WITH SIDE HOIST
BSG Code: DXFR

Capacity of 45.7 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 02.09.1996
Due Triple Valve: 22.03.1990
Last Brake Cylinder: 22.03.1989
Last Single Car Test: 23.06.1992
Last Lift: 08.08.1986

29.11.1988 Alteration complete ‘FIT BOLSTER/STANCHION ASSEMBLIES AND
GANTRY CRANE ANCHOR BRACKETS ON (12) ‘RBG’ WAGONS AND
RECLASSIFY ‘AZRL’ WAGONS. RGB
897,900,918,997,998,1014,1054,1055,1123,1126,1227,1236. (RS4362)’. New class:
‘AZRL’.

30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1236 A’
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘VEHICLE COMPLETE’.
02.02.1990 Repair ‘VEHICLE RECLASSIFY’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZRL 1236 A’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1990 Repair ‘SIDE STEP’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1236 A’
07.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1236 A’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE CONTROL PIPE’.
21.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1236 A’
12.06.1992 Alteration complete ‘RENUMBER 12NO. ‘AZRL’ RAIL RAKE WAGONS

WITH HOISTS TO 20000 NUMBER RANGE. AZRL
897,900,918,1004,1014,1054,1055,1123,1126,1227,1233,1236. (RS4706)’. New
class: ‘AZRL’.

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Repair ‘VEHICLE RENUMBERED’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZRL 1236 A’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE LEVER’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
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09.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

2.195 Wagon classification starting with ‘AZS’

AZSY 902

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

12.01.1990 Repair ‘BOGIE WEAR PLATES’.
12.01.1990 Repair ‘END FRAME MEMBER’.
27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AZSY 941

Details: wagon ‘AZSY 941 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: AH PF PZ
Return to Service Date: 03.06.1995
Due Triple Valve: 03.06.1992
Last Brake Cylinder: 10.08.1993
Last Single Car Test: 10.08.1993

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘BRAKE CONTROL PIPE’.
24.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1990 Repair ‘BRAKE PULL ROD’.
24.09.1990 Repair ‘BRANCH PIPE’.
24.09.1990 Repair ‘TRAIN PIPE’.
24.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 941 S’
17.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 941 S’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘TRAIN PIPE’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.

5006



2.195. Wagon classification starting with ‘AZS’

21.05.1991 Repair ‘SIDE BEARER’.
21.05.1991 Repair ‘TOP CENTRE PLATE’.
21.05.1991 Repair ‘VEHICLE RECLASSIFY’.
21.05.1991 Repair ‘WEAR PLATES & SADDLES’.
21.05.1991 Repair ‘YOKE COMPLETE’.
21.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 941 S’
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZGF 941 S’
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Repair ‘WEAR PLATES & SADDLES’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BEARERS’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘BRANCH PIPE’.
30.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1993 Repair ‘SIDE BEARER’.
30.03.1993 Repair ‘WHEEL SET’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE WEAR PLATES’.
05.08.1993 Repair ‘BRAKE CONTROL PIPE’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘BODY COMPLETE’.
22.12.1993 Repair ‘BRAKE BLOCK RB95’.
22.12.1993 Repair ‘BRAKE LEVER’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BODY COMPLETE’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘BRANCH PIPE’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
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31.03.1994 Repair ‘BRAKE PULL ROD’.
07.04.1994 Repair ‘BODY COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 946

Details: wagon ‘AZSY 946 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Last Brake Cylinder: 23.03.1993
Last Single Car Test: 07.01.1994

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1990 Repair ‘WEAR PLATES & SADDLES’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
08.11.1991 Repair ‘COUPLER KNUCKLE’.
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08.11.1991 Repair ‘WEAR PLATES & SADDLES’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE BLOCK RB95’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
12.01.1993 Repair ‘BODY COMPLETE’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BODY COMPLETE’.
26.02.1993 Repair ‘BOGIE BEARERS’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘BRANCH PIPE’.
26.02.1993 Repair ‘CENTRE SILL’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘SIDE BEARER’.
26.02.1993 Repair ‘SIDE BEARER’.
26.02.1993 Repair ‘TOP CENTRE PLATE’.
26.02.1993 Repair ‘TRAIN PIPE’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Repair ‘YOKE CARRIER’.
26.02.1993 Repair ‘YOKE PIN’.
02.12.1993 Repair ‘BODY COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘BRANCH PIPE’.
10.12.1993 Repair ‘BRANCH PIPE’.
10.12.1993 Repair ‘TOP CENTRE PLATE’.
10.12.1993 Repair ‘TOP CENTRE PLATE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1994 Repair ‘WHEEL SET’.
17.01.1994 Repair ‘BODY COMPLETE’.
28.01.1994 Repair ‘BODY COMPLETE’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
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11.02.1994 Repair ‘BRAKE BLOCK RB95’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
05.04.1994 Repair ‘BODY COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 962

Details: wagon ‘AZSY 962 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 18.08.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Single Car Test: 12.08.1993
Last Lift: 24.06.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘VEHICLE COMPLETE’.
14.07.1989 Repair ‘VEHICLE STENCILS’.
14.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZGF 962 U’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRANCH PIPE’.
24.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 962 U’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
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OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BEARERS’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRAKE PULL ROD’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘TRAIN PIPE’.
10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 962 U’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRAKE PULL ROD’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1991 Repair ‘WEAR PLATES & SADDLES’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE PULL ROD’.
06.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘END BRAKE COCK’.
06.01.1992 Repair ‘END FRAME MEMBER’.
06.01.1992 Repair ‘END HOSE’.
06.01.1992 Repair ‘TRAIN PIPE (END)’.
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘BRAKE CONTROL PIPE’.
11.08.1993 Repair ‘TRAIN PIPE (END)’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
19.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1994 Repair ‘BODY COMPLETE’.
17.03.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1994 Repair ‘BODY COMPLETE’.
06.04.1994 Repair ‘BRAKE BLOCK RB95’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 971

Details: wagon ‘AZSY 971 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
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Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Triple Valve: 29.06.1988
Last Brake Cylinder: 01.12.1992
Last Single Car Test: 01.12.1992
Last Lift: 20.04.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BEARERS’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE PULL ROD’.
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘WHEEL SET’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE BLOCK RB95’.
27.09.1990 Repair ‘BRAKE PULL ROD’.
27.09.1990 Repair ‘BRANCH PIPE’.
27.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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12.11.1992 Repair ‘WEAR PLATES & SADDLES’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Repair ‘TRAIN PIPE (END)’.
24.11.1992 Repair ‘WHEEL SET’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE BLOCK RB95’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Repair ‘BODY COMPLETE’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘BRAKE PULL ROD’.
23.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1994 Repair ‘WEAR PLATES & SADDLES’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 972

Details: wagon ‘AZSY 972 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes
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Corporate ID flag: Y
Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 24.02.1997
Last Brake Cylinder: 02.09.1993
Last Single Car Test: 02.09.1993

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.11.1989 Repair ‘DOOR COVERING’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE LEVER’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘COUPLER KNUCKLE’.
01.09.1993 Repair ‘END BRAKE COCK’.
01.09.1993 Repair ‘END HOSE’.
01.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Repair ‘TRAIN PIPE’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
27.10.1993 Repair ‘BODY COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Repair ‘STEP’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘BODY COMPLETE’.
17.12.1993 Repair ‘BODY COMPLETE’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BODY COMPLETE’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
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02.02.1994 Repair ‘BODY COMPLETE’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 990

Details: wagon ‘AZSY 990 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 10.12.1993
Last Single Car Test: 22.09.1993

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.01.1990 Repair ‘TRAIN PIPE’.
31.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 990 D’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
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RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE BEARERS’.
21.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘HANDRAILS END’.
21.03.1991 Repair ‘SIDE BEARER’.
21.03.1991 Repair ‘STEP’.
21.03.1991 Repair ‘TOP CENTRE PLATE’.
21.03.1991 Repair ‘VEHICLE RECLASSIFY’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 990 D’
26.03.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Repair ‘END FRAME MEMBER’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE CONTROL PIPE’.
10.04.1992 Repair ‘BRAKE LEVER’.
10.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE CONTROL PIPE’.
07.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1992 Repair ‘BRANCH PIPE’.
07.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘TRAIN PIPE’.
09.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1992 Repair ‘STEP’.
13.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘BRAKE PULL ROD’.
21.09.1993 Repair ‘TRAIN PIPE (END)’.
21.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1993 Repair ‘UNDERFRAME COMPLETE’.
21.09.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Repair ‘WHEEL SET’.
02.03.1994 Repair ‘BODY COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

5016



2.195. Wagon classification starting with ‘AZS’

AZSY 1001

Details: wagon ‘AZSY 1001 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB D-31
Date Built: 30.08.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 30.04.1992
Last Brake Cylinder: 15.06.1993
Last Single Car Test: 25.03.1994
Last Lift: 09.05.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.11.1989 Repair ‘HANDBRAKE HANDLE’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1001 V’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
15.01.1990 Repair ‘BRANCH PIPE’.
15.01.1990 Repair ‘COUPLER COMPLETE’.
15.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1990 Repair ‘YOKE COMPLETE’.
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15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZGF 1001 V’

08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1991 Repair ‘WEAR PLATES & SADDLES’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1001 V’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BODY COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE CONTROL PIPE’.
23.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
23.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘SIDE BEARER’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
23.04.1991 Repair ‘VEHICLE RECLASSIFY’.
23.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1001 V’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘HANDRAILS END’.
21.10.1991 Repair ‘STEP’.
21.10.1991 Repair ‘TRAIN PIPE (END)’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘BRAKE PULL ROD’.
17.11.1992 Repair ‘BRANCH PIPE’.
23.11.1992 Repair ‘BRANCH PIPE’.
10.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BRANCH PIPE’.
11.01.1993 Repair ‘TRAIN PIPE (END)’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BEARERS’.
01.03.1993 Repair ‘SIDE BEARER’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BEARERS’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
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10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.06.1993 Repair ‘BRAKE BLOCK OTHER’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘BRAKE PULL ROD’.
10.06.1993 Repair ‘BRANCH PIPE’.
10.06.1993 Repair ‘END BRAKE COCK’.
10.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘COUPLER COMPLETE’.
05.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘END HOSE’.
03.12.1993 Repair ‘TOP CENTRE PLATE’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
06.01.1994 Repair ‘BODY COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1994 Repair ‘BODY COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BRAKE CONTROL PIPE’.
18.03.1994 Repair ‘END BRAKE COCK’.
18.03.1994 Repair ‘TRAIN PIPE (END)’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BODY COMPLETE’.
24.03.1994 Repair ‘BOGIE BEARERS’.
24.03.1994 Repair ‘BOGIE BOLSTER’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘BRAKE CONTROL PIPE’.
24.03.1994 Repair ‘BRAKE LEVER’.
24.03.1994 Repair ‘BRAKE PULL ROD’.
24.03.1994 Repair ‘END BRAKE COCK’.
05.04.1994 Repair ‘BODY COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1020

Details: wagon ‘AZSY 1020 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 13.07.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Due Triple Valve: 06.09.1992
Last Triple Valve: 11.03.1988
Last Brake Cylinder: 06.09.1991
Last Single Car Test: 05.11.1992
Last Lift: 13.01.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1990 Repair ‘WHEEL SET’.
03.05.1990 Repair ‘STEP’.
27.03.1991 Repair ‘TRAIN PIPE (END)’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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06.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘STEP’.
06.09.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘BRANCH PIPE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘BODY COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘BODY COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1047

Details: wagon ‘AZSY 1047 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 35tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.07.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Due Triple Valve: 27.10.1990
Last Brake Cylinder: 27.10.1989
Last Single Car Test: 28.09.1992
Last Lift: 26.11.1980

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
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OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRANCH PIPE’.
24.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1989 Repair ‘TOP CENTRE PLATE’.
24.10.1989 Repair ‘WEAR PLATES & SADDLES’.
24.10.1989 Repair ‘YOKE PIN’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘BRAKE CONTROL PIPE’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘TRAIN PIPE (END)’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘TRAIN PIPE (END)’.
09.10.1991 Repair ‘WHEEL SET’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1991 Repair ‘DRAFT GEAR POCKET’.
12.11.1991 Repair ‘TRAIN PIPE (END)’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘LASHING POINT’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘BRAKE BLOCK RB95’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘COUPLER COMPLETE’.
24.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘HANDRAILS END’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1993 Repair ‘BRAKE LEVER’.
08.11.1993 Repair ‘BODY COMPLETE’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1993 Repair ‘STEP’.
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25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE BLOCK RB95’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Repair ‘BODY COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘STEP’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
30.03.1994 Repair ‘BODY COMPLETE’.
30.03.1994 Repair ‘SIDE BEARER’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1074

Details: wagon ‘AZSY 1074 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 35tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 23.06.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Brake Cylinder: 08.06.1993
Last Single Car Test: 09.02.1994
Last Lift: 15.04.1987

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
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STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BEARERS’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE PULL ROD’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRANCH PIPE’.
13.11.1991 Repair ‘END SILL’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE WEAR PLATES’.
14.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BRAKE BLOCK RB95’.
20.11.1992 Repair ‘BRAKE PULL ROD’.
24.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BODY COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARINGS’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘BRAKE CONTROL PIPE’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘BRANCH PIPE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.06.1993 Repair ‘WHEEL SET’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Repair ‘BRAKE BLOCK RB95’.
13.01.1994 Repair ‘BRAKE LEVER’.
13.01.1994 Repair ‘BRANCH PIPE’.
20.01.1994 Repair ‘BODY COMPLETE’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘BRANCH PIPE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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AZSY 1086

Details: wagon ‘AZSY 1086 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD
Return to Service Date: 03.06.1995
Last Triple Valve: 16.02.1993
Last Brake Cylinder: 17.01.1990
Last Single Car Test: 19.10.1993

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1990 Repair ‘VEHICLE RECLASSIFY’.
16.01.1990 Repair ‘VEHICLE STENCILS’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZGF 1086 P’
16.01.1990 Alteration complete ‘FIT 50 T BOGIES WITH MINER SIDE BEARERS TO

AZGF 1086 P (GENERATOR SET WAGON) AND RECLASSIFY TO AZSY 1086 P.
(RS4470)’. New class: ‘AZSY’.

21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘YOKE FOLLOWER’.
21.02.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
07.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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07.05.1991 Repair ‘WEAR PLATES & SADDLES’.
07.05.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘BRANCH PIPE’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.08.1991 Repair ‘SIDE BEARER’.
30.08.1991 Repair ‘TOP CENTRE PLATE’.
30.08.1991 Repair ‘YOKE COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1992 Repair ‘STEP’.
21.05.1992 Repair ‘STRIKING CASTING’.
21.05.1992 Repair ‘YOKE CARRIER’.
21.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
15.07.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BEARERS’.
12.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Repair ‘BRANCH PIPE’.
12.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.02.1993 Repair ‘SIDE BEARER’.
12.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1993 Repair ‘VEHICLE COMPLETE’.
12.02.1993 Repair ‘WHEEL SET’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE CONTROL PIPE’.
23.02.1993 Repair ‘BRAKE LEVER’.
23.02.1993 Repair ‘TRAIN PIPE (END)’.
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE COMPLETE’.
26.03.1993 Repair ‘BRAKE CONTROL PIPE’.
26.03.1993 Repair ‘BRAKE LEVER’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘EMPTY LOAD VALVE’.
26.03.1993 Repair ‘STEP’.
26.03.1993 Repair ‘TRAIN PIPE (END)’.
26.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.08.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BEARERS’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘SIDE BEARER’.
24.08.1993 Repair ‘TRAIN PIPE’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘WEAR PLATES & SADDLES’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BEARERS’.
19.10.1993 Repair ‘END BRAKE COCK’.
19.10.1993 Repair ‘TRAIN PIPE’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘BRAKE LEVER’.
05.11.1993 Repair ‘CARD OR CLIP HOLDER’.
05.11.1993 Repair ‘STEP’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
25.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1994 Repair ‘HANDBRAKE HANDLE’.
04.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Repair ‘BRAKE LEVER’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1089

Details: wagon ‘AZSY 1089 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 12.08.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH
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Capacity of 30 tonnes

Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Triple Valve: 16.08.1988
Last Single Car Test: 08.03.1994
Last Lift: 07.06.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BEARERS’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.09.1990 Repair ‘TRAIN PIPE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘BRANCH PIPE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1992 Repair ‘WEAR PLATES & SADDLES’.
07.01.1992 Repair ‘YOKE CARRIER’.
07.01.1992 Repair ‘YOKE COMPLETE’.
07.01.1992 Repair ‘YOKE PIN’.
21.01.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘STEP’.
27.05.1993 Repair ‘COUPLER COMPLETE’.
27.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1993 Repair ‘VEHICLE COMPLETE’.
27.05.1993 Repair ‘YOKE CARRIER’.
27.05.1993 Repair ‘YOKE PIN’.
11.08.1993 Repair ‘VEHICLE COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK RB95’.

5028



2.195. Wagon classification starting with ‘AZS’

20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.10.1993 Repair ‘DOOR FRAME’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘BRAKE LEVER’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.02.1994 Repair ‘BODY COMPLETE’.
02.02.1994 Repair ‘BRAKE BLOCK RB95’.
03.03.1994 Repair ‘BODY COMPLETE’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1094

Details: wagon ‘AZSY 1094 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Brake Cylinder: 30.11.1993
Last Single Car Test: 15.10.1991

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘BOGIE SPRING’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘SIDE BEARER’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘YOKE CARRIER’.
14.06.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
14.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1094 F’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BEARERS’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘BRAKE LEVER’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1991 Repair ‘FLOOR SUPPORT’.
11.04.1991 Repair ‘TOP CENTRE PLATE’.
11.04.1991 Repair ‘VEHICLE RECLASSIFY’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1094 F’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRAKE PULL ROD’.
29.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1991 Repair ‘END BRAKE COCK’.
29.08.1991 Repair ‘END HOSE’.
29.08.1991 Repair ‘SIDE BEARER’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1991 Repair ‘WEAR PLATES & SADDLES’.
06.11.1992 Repair ‘YOKE PIN’.
15.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘BRAKE LEVER’.
18.11.1993 Repair ‘STEP’.
26.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1993 Repair ‘HANDRAILS END’.
26.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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26.11.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1101

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

AZSY 1109

Details: wagon ‘AZSY 1109 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.09.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 06.04.1993
Last Single Car Test: 16.02.1993
Last Lift: 14.10.1987

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1989 Repair ‘DRAFT GEAR POCKET’.
09.11.1989 Repair ‘DRAFT GEAR POCKET’.
09.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1989 Repair ‘SIDE BEARER’.
09.11.1989 Repair ‘STEP’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Repair ‘YOKE COMPLETE’.
09.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1109 X’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘BOGIE COMPLETE’.
23.03.1990 Repair ‘BRAKE BLOCK OTHER’.
23.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.03.1990 Repair ‘END COMPLETE’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1109 X’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

12.03.1991 Repair ‘COUPLER KNUCKLE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BEARERS’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘SIDE BEARER’.
03.04.1991 Repair ‘TRAIN PIPE’.
03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1109 X’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRAKE PULL ROD’.
13.08.1991 Repair ‘TRAIN PIPE (END)’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘TRANSOM’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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02.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1992 Repair ‘YOKE CARRIER’.
02.04.1992 Repair ‘YOKE COMPLETE’.
02.04.1992 Repair ‘YOKE FOLLOWER’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BEARERS’.
12.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘BRAKE LEVER’.
12.02.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Repair ‘BODY COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘STEP’.
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1994 Repair ‘WEAR PLATES & SADDLES’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1112

Details: wagon ‘AZSY 1112 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 03.11.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Due Triple Valve: 25.05.1991
Last Brake Cylinder: 11.01.1994
Last Single Car Test: 08.02.1994
Last Lift: 24.03.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.05.1990 Repair ‘BOGIE SPRING’.
23.05.1990 Repair ‘BRAKE PULL ROD’.
23.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.05.1990 Repair ‘SIDE BEARER’.
23.05.1990 Repair ‘TRAIN PIPE (END)’.
23.05.1990 Repair ‘YOKE CARRIER’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘TOP CENTRE PLATE’.
05.03.1991 Repair ‘YOKE COMPLETE’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1991 Repair ‘YOKE COMPLETE’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BEARERS’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE PULL ROD’.
30.08.1991 Repair ‘TRAIN PIPE (END)’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘BRAKE PULL ROD’.
30.11.1992 Repair ‘BRANCH PIPE’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE BLOCK RB95’.
17.03.1993 Repair ‘BRANCH PIPE’.
28.07.1993 Repair ‘VEHICLE COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
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19.08.1993 Repair ‘BRAKE BLOCK RB95’.
26.08.1993 Repair ‘BOGIE COMPLETE’.
26.08.1993 Repair ‘CARD OR CLIP HOLDER’.
20.10.1993 Repair ‘BOGIE COMPLETE’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘BRAKE LEVER’.
28.10.1993 Repair ‘BRANCH PIPE’.
03.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘BODY COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BEARINGS’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1994 Repair ‘SIDE BEARER’.
11.01.1994 Repair ‘TRANSOM’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BRANCH PIPE’.
11.02.1994 Repair ‘BODY COMPLETE’.
11.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1994 Repair ‘BODY COMPLETE’.
23.02.1994 Repair ‘BRAKE PULL ROD’.
02.03.1994 Repair ‘BRAKE PULL ROD’.
02.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1118

Details: wagon ‘AZSY 1118 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes
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Corporate ID flag: Y
Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 01.12.1993
Last Triple Valve: 01.06.1988
Last Brake Cylinder: 01.06.1988
Last Single Car Test: 17.02.1994

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘BRAKE LEVER’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘TRAIN PIPE (END)’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘SIDE BEARER’.
19.03.1992 Repair ‘TOP CENTRE PLATE’.
24.03.1993 Repair ‘YOKE COMPLETE’.
24.03.1993 Repair ‘YOKE PIN’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘COUPLER COMPLETE’.
25.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
01.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Repair ‘BOGIE COMPLETE’.
12.11.1993 Repair ‘BODY COMPLETE’.
12.11.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BODY COMPLETE’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE CONTROL PIPE’.
22.02.1994 Repair ‘BODY COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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AZSY 1246

Details: wagon ‘AZSY 1246 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 26.05.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 27.05.1994
Last Triple Valve: 21.01.1994
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 27.05.1993

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1246 U’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BEARERS’.
09.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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09.05.1991 Repair ‘FLOOR COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘VEHICLE RECLASSIFY’.
09.05.1991 Repair ‘WEAR PLATES & SADDLES’.
09.05.1991 Repair ‘YOKE COMPLETE’.
09.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1246 U’
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZGF 1246 U’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘BRANCH PIPE’.
26.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1993 Repair ‘SIDE BEARER’.
26.05.1993 Repair ‘TRAIN PIPE (END)’.
26.05.1993 Repair ‘VEHICLE COMPLETE’.
26.05.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘BODY COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘BODY COMPLETE’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.02.1994 Repair ‘BRAKE PULL ROD’.
29.03.1994 Repair ‘BRAKE BLOCK RB95’.
29.03.1994 Repair ‘BRAKE LEVER’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1250

Details: wagon ‘AZSY 1250 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 03.10.1955
Operating System: AN
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Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: PZ AH PF
Return to Service Date: 03.06.1995
Due Triple Valve: 07.08.1992
Last Brake Cylinder: 04.02.1994
Last Single Car Test: 04.02.1994
Last Lift: 07.10.1986

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRANCH PIPE’.
29.07.1991 Repair ‘BRANCH PIPE’.
29.07.1991 Repair ‘END BRAKE COCK’.
29.07.1991 Repair ‘END BRAKE COCK’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BEARERS’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BOGIE WEAR PLATES’.
06.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1992 Repair ‘BRAKE BLOCK OTHER’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘WEAR PLATES & SADDLES’.
23.04.1992 Repair ‘YOKE CARRIER’.
09.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1993 Repair ‘YOKE COMPLETE’.
01.03.1993 Repair ‘UNDERFRAME COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
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07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘HANDRAILS END’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1993 Repair ‘WEAR PLATES & SADDLES’.
19.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
02.11.1993 Repair ‘COUPLER COMPLETE’.
02.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘BODY COMPLETE’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘BRANCH PIPE’.
04.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1994 Repair ‘TRAIN PIPE’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘BODY COMPLETE’.
13.03.1994 Repair ‘BODY COMPLETE’.
30.03.1994 Repair ‘BRAKE BLOCK RB95’.
30.03.1994 Repair ‘BRAKE PULL ROD’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1256

Details: wagon ‘AZSY 1256 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERATOR SET
Remarks: EX AZGF;GEN.SET
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BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: AH PF PZ
Return to Service Date: 07.04.1994
Due Triple Valve: 14.01.1994
Last Triple Valve: 17.10.1989
Last Brake Cylinder: 21.12.1993
Last Single Car Test: 21.12.1993

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZGF 1256 F’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘STANCHION’.
04.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZGF 1256 F’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE COMPLETE’.
11.10.1990 Repair ‘BRANCH PIPE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1990 Repair ‘SIDE BEARER’.
11.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1256 F’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE LEVER’.
29.05.1991 Repair ‘SIDE BEARER’.
29.05.1991 Repair ‘STEP’.
29.05.1991 Repair ‘TOP CENTRE PLATE’.
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1256 F’
03.06.1991 Repair ‘BODY COMPLETE’.
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16.10.1991 Repair ‘DOOR HINGES AND PINS’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.11.1992 Repair ‘WEAR PLATES & SADDLES’.
27.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE BLOCK RB95’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRAKE PIN’.
15.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1992 Repair ‘HITCH LOCK MECHANISM’.
15.12.1992 Repair ‘STRIKING CASTING’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘WEAR PLATES & SADDLES’.
15.12.1992 Repair ‘YOKE CARRIER’.
15.12.1992 Repair ‘YOKE COMPLETE’.
15.12.1992 Repair ‘YOKE PIN’.
15.12.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1993 Repair ‘SIDE BEARER’.
21.12.1993 Repair ‘TRAIN PIPE (END)’.
21.12.1993 Repair ‘TRAIN PIPE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘WHEEL SET’.
28.01.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BOGIE BEARERS’.
07.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AZSY 1263

Details: wagon ‘AZSY 1263 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
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Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 29.11.1955
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Triple Valve: 03.05.1993
Last Brake Cylinder: 03.05.1993
Last Single Car Test: 02.09.1993
Last Lift: 10.11.1986

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE COMPLETE’.
15.12.1989 Repair ‘BRAKE PULL ROD’.
15.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1990 Repair ‘BRAKE CONTROL PIPE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘ISOLATING COCK’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1992 Repair ‘BODY COMPLETE’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
05.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1993 Repair ‘YOKE CARRIER’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRAKE BLOCK RB95’.
13.01.1993 Repair ‘BRAKE LEVER’.
13.01.1993 Repair ‘TRAIN PIPE (END)’.
19.01.1993 Repair ‘YOKE COMPLETE’.
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19.01.1993 Repair ‘YOKE PIN’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘TRAIN PIPE (END)’.
19.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BEARINGS’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.04.1993 Repair ‘COUPLER COMPLETE’.
23.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Repair ‘YOKE COMPLETE’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BEARERS’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE BLOCK RB95’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Repair ‘WHEEL SET’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘BODY COMPLETE’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘COUPLER KNUCKLE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
24.02.1994 Repair ‘BODY COMPLETE’.
03.03.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘BODY COMPLETE’.
07.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1294

Details: wagon ‘AZSY 1294 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERATOR SET
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Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PF PZ
Return to Service Date: 03.06.1995
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 26.10.1993
Last Single Car Test: 10.02.1994

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1294 T’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE PULL ROD’.
14.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1294 T’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘BRAKE PIN’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.11.1990 Repair ‘END HOSE’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1294 T’
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1294 T’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BEARERS’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
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05.04.1991 Repair ‘BRAKE PIN’.
05.04.1991 Repair ‘BRAKE PULL ROD’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘SIDE BEARER’.
05.04.1991 Repair ‘TOP CENTRE PLATE’.
05.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1294 T’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BRANCH PIPE’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘TRAIN PIPE’.
18.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘HANDBRAKE HANDLE’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘TRAIN PIPE (END)’.
07.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE CONTROL PIPE’.
28.10.1992 Repair ‘BRANCH PIPE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘BRANCH PIPE’.
13.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.01.1993 Repair ‘WEAR PLATES & SADDLES’.
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BRAKE BLOCK RB95’.
01.03.1993 Repair ‘BRANCH PIPE’.
01.03.1993 Repair ‘STEP’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1993 Repair ‘TRAIN PIPE (END)’.
21.10.1993 Repair ‘BOGIE COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
25.10.1993 Repair ‘BRANCH PIPE’.
25.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1993 Repair ‘TOP CENTRE PLATE’.
25.10.1993 Repair ‘UNDERFRAME COMPLETE’.
25.10.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Repair ‘WHEEL SET’.
06.12.1993 Repair ‘BODY COMPLETE’.
16.12.1993 Repair ‘BRAKE BLOCK RB95’.
16.12.1993 Repair ‘BRAKE LEVER’.
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13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘BRAKE PULL ROD’.
13.01.1994 Repair ‘HANDRAILS END’.
13.01.1994 Repair ‘SIDE BEARER’.
13.01.1994 Repair ‘STEP’.
13.01.1994 Repair ‘TOP CENTRE PLATE’.
13.01.1994 Repair ‘TRANSOM’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BRAKE LEVER’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘BRAKE LEVER’.
06.04.1994 Repair ‘BRAKE PIN’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1299

Details: wagon ‘AZSY 1299 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: CB D-31
Date Built: 01.06.1956
Operating System: AN
Intended Use: GENERATOR SET
Remarks: W/O 03.06.95
BSG Code: DSFH

Capacity of 30 tonnes

Fleet Grp Code: AH PZ PF
Return to Service Date: 03.06.1995
Last Brake Cylinder: 17.01.1990
Last Single Car Test: 12.10.1993
Last Lift: 10.05.1983

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

15.01.1988 Alteration complete ‘RECLASSIFY AZGY TO AZGF - REFER RS4231
(RS3070)’. New class: ‘AZGF’.
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15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘BRANCH PIPE’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Repair ‘SIDE BEARER’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1299 S’
02.11.1990 Repair ‘BRANCH PIPE’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1299 S’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE PULL ROD’.
30.11.1990 Repair ‘BRANCH PIPE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1299 S’
15.02.1991 Repair ‘STEP’.
15.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1299 S’
15.02.1991 Alteration complete ‘FIT RESILIENT SIDE BEARERS (MINER TCC-4500)

IN ACCORDANCE WITH M.E.STANDARD R.31 TO ‘AZGF’ WAGONS. REMOVE
EXISTING 30T BOGIE AND REPLACE WITH 50T BOGIE (SPRUNG FOR 30T IE 5
OUTER SPRINGS ONLY PER NEST). STENCIL WAGON FOR 110KM/H.
RECLASSIFY BOGIE IN ACCORDANCE WITH M.E.STANDARD R40. STENCIL
BOGIE ‘ASSA‘. RECLASSIFY WAGON ‘AZSY‘. (RS4576)’. New class: ‘AZSY’.

11.03.1991 Repair ‘POWER UNIT (PASS.)’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1299 S’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE BEARERS’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘DOOR COMPLETE’.
28.06.1991 Repair ‘SIDE BEARER’.
28.06.1991 Repair ‘VEHICLE RECLASSIFY’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
28.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZGF 1299 S’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘END FRAME MEMBER’.
25.11.1992 Repair ‘BODY COMPLETE’.
11.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.12.1992 Repair ‘BODY COMPLETE’.
26.02.1993 Repair ‘DOOR COMPLETE’.
15.03.1993 Repair ‘BODY COMPLETE’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
27.09.1993 Repair ‘BRAKE LEVER’.
27.09.1993 Repair ‘DOOR OPENING MECHANISM’.
27.09.1993 Repair ‘HITCH COMPLETE’.
27.09.1993 Repair ‘HITCH LOCK MECHANISM’.
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27.09.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘STEP’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1993 Repair ‘BOGIE COMPLETE’.
02.11.1993 Repair ‘BRAKE BLOCK RB95’.
09.11.1993 Repair ‘BODY COMPLETE’.
30.11.1993 Repair ‘BODY COMPLETE’.
30.11.1993 Repair ‘VEHICLE COMPLETE’.
14.12.1993 Repair ‘BRAKE BLOCK RB95’.
10.01.1994 Repair ‘BRAKE BLOCK RB95’.
10.01.1994 Repair ‘BRAKE LEVER’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘BODY COMPLETE’.
22.02.1994 Repair ‘BODY COMPLETE’.
01.03.1994 Repair ‘BRAKE BLOCK RB95’.
06.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZSY 1705

24.01.1985 Alteration complete ‘RECLASSIFY ‘RGB’ FLAT WAGONS CARRYING ‘BACK
END GEN SETS’ TO ‘AZGY’ AND FIT 30 TON BOGIES. (RS4022)’.

12.09.1985 Alteration complete ‘CONVERT 4 NO. AZGY GENERATOR SET WAGONS
FOR HIGH SPEED WORKING (IE 110 KM/H) AND RECLASSIFY AZSY BY :- 1,
REMOVE EXISTING 30T BOGIES AND REPLACING WITH 50T BOGIES
(SPRUNG FOR 30T IE 5 OUTER SPRINGS ONLY PER NEST) FITTED WITH
STUCKI RB14 CONSTANT CONTACT SIDEBEARERS 2, STENCIL BOTH SIDES
OF WAGON ‘FOR USE BETWEEN ADELAIDE & ALICE SPRINGS ONLY’ 3,
STENCIL FOR 110 KM/H OPERATION 4,
RECLAS.BOGIES‘ASSA‘AMEND.3/88+4NO (RS4074)’. New class: ‘AZSY’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Repair ‘SIDE BEARER’.
02.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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02.08.1990 Repair ‘WEAR PLATES & SADDLES’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BRANCH PIPE’.
24.09.1990 Repair ‘TRAIN PIPE (END)’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘SIDE SILL’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.10.1990 Repair ‘COUPLER COMPLETE’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘TRAIN PIPE’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘BRAKE PULL ROD’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE LEVER’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘SIDE MEMBER’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Repair ‘BRAKE PULL ROD’.
05.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE BEARERS’.
22.01.1992 Repair ‘SIDE BEARER’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘BRAKE LEVER’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1993 Repair ‘END BRAKE COCK’.
14.10.1993 Repair ‘TRAIN PIPE (END)’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘BODY COMPLETE’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE LEVER’.
24.02.1994 Repair ‘BRAKE PULL ROD’.
24.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1994 Repair ‘BRAKE BLOCK RB95’.
01.03.1994 Repair ‘BRAKE LEVER’.
29.03.1994 Repair ‘COUPLER COMPLETE’.
29.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.12.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.196 Wagon classification starting with ‘AZT’

AZTF 52

Details: wagon ‘AZTF 52 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Diagram Book Page No.: NS 151
Date Built: 27.01.1914
Operating System: AN
Intended Use: GENERAL
Remarks: EX R WITH OIL TANK;CCE USE
BSG Code: DSTZ

Capacity of 9000 litres
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 28.08.1991
Last Lift: 15.12.1981

01.04.1986 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK TO MEET
REQUIREMENTS OF WAGON MONITORING SYSTEM. SFC 1 TO AZWL 3N
AFWL 1 WEIGHBRIDGE TEST CAR 3490 (RS4114)’. New class: ‘ZOT’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘FLOOR COMPLETE’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 52 H’
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘VEHICLE COMPLETE’.
03.07.1991 Repair ‘VEHICLE STENCILS’.
03.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘R 52 H’
23.07.1991 Repair ‘VEHICLE RECLASSIFY’.
23.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘R 52 H’
28.08.1991 Repair ‘DOOR SLIDE RAIL’.
28.08.1991 Repair ‘HANDRAILS’.
28.08.1991 Repair ‘HANDRAILS END’.

AZTF 804

Details: wagon ‘AZTF 804 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.4m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V TW-42
Date Built: 01.01.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATOA;CCE USE - 0716B TAMPER FUEL
BSG Code: DBTP

Capacity of 21776 litres

Corporate ID flag: Y
Fleet Grp Code: AH PZ PE
Return to Service Date: 30.04.1993
Due Triple Valve: 12.08.1992
Last Brake Cylinder: 12.08.1991
Last Lift: 30.10.1986
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01.04.1986 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK TO MEET
REQUIREMENTS OF WAGON MONITORING SYSTEM. SFC 1 TO AZWL 3N
AFWL 1 WEIGHBRIDGE TEST CAR 3490 (RS4114)’. New class: ‘ZOT’.

12.06.1986 Alteration complete ‘FIT API ADAPTORS TO OUTLET PIPES ON (4) TANK
WAGONS EX BP (VIC). PLACE ON CBI BOGIES. RECLASSIFY TO ‘ATOA’ 804V,
805H, 806Q,807C. VTQY 397, 398 TWF 399,400 (RS4125)’. New class: ‘ATOA’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

05.09.1989 Repair ‘TANK WAG. SAFETY VALVE’.
05.09.1989 Issued at location ‘Port Stanvac’ with a previous code of wagon

‘ATOA 804 V’
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ATOA 804 V’
01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATOA 804 V’
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘BRAKE BLOCK RB95’.
12.08.1991 Repair ‘BRAKE PULL ROD’.
12.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘STEP’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.

AZTP 400

Details: wagon ‘AZTP 400 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.2m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $101570
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: NS 106
Date Built: 01.06.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVJY;TECH. SERVICES RESEARCH CAR
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BSG Code: DSZZ

Capacity of 10 crew

Fleet Grp Code: PZ PD AH
Return to Service Date: 02.07.1994
Due Triple Valve: 06.09.1992
Last Lift: 31.03.1983

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

13.03.1987 Alteration complete ‘CONVERT ‘AVJY’ 400 FOR USE AS A ‘TECHNICAL
SERVICES RESEARCH & INSPECTION CAR’ AND RECLASSIFY ‘AZTP’ 400V. CAR
MUST BE READY FOR CIVIL BRANCH TESTS PROGRAMMED TO COMMENCE
IN FIRST OR SECOND WEEK OF MAY 1987. DESIGNING ENGINEER TO
SUPERVISE INSTALLATION OF TEST EQUIPMENT. AVJY 400. (RS4187)’.

13.04.1987 Alteration complete ‘REMOVE ALL MARKER LAMP BRACKETS FROM
THE REAR OF ROLLINGSTOCK. (RS4194)’.

30.07.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.11.1989 Repair ‘YOKE COMPLETE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Repair ‘TRAIN PIPE’.
01.02.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF WAGON ‘DO NOT

LOOSE SHUNT’ TO BE STENCILLED AT BOTH ENDS ON BOTH SIDES.
STENCIL 150MM TO 200MM HIGH USING BLACK PAINT. AZTP400 (RS4568)’.

07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘END COMPLETE’.
07.03.1991 Repair ‘WHEEL SET’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BEARERS’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1992 Repair ‘TRAIN PIPE’.
07.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1993 Repair ‘YOKE PIN’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
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2.197 Wagon classification starting with ‘AZU’

AZUF 7195

Details: wagon ‘AZUF 7195 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB V-13
Date Built: 01.01.1945
Operating System: AN
Intended Use: GENERAL
Remarks: ABLUTION UNIT;ALICE SPRINGS
BSG Code: DSFZ

Capacity of 29.5 tonnes

Fleet Grp Code: PB PZ AH
Return to Service Date: 03.09.1991
Last Single Car Test: 01.09.1989

12.10.1988 Alteration complete ‘RECLASSIFY ‘SRRC 1’ TO ‘AZUF 1’ - REFER RS4237.
(RS3094)’. New class: ‘AZUF’.

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.07.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘DW 7195 J’
07.08.1989 Repair ‘END BRAKE COCK’.
07.08.1989 Repair ‘END HOSE’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘DW 7195 J’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘BRAKE LEVER’.
01.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘DW 7195 J’
03.09.1991 Repair ‘VEHICLE RECLASSIFY’.
03.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘DW 7195 J’

2.198 Wagon classification starting with ‘AZV’

AZVA 1

Details: wagon ‘AZVA 1 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 14.9m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 74A
Date Built: 19.02.1916
Operating System: AN
Intended Use: BOGIES LOCO
Remarks: EX FDB
BSG Code: DBFZ

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 18.08.1993
Last Lift: 31.10.1980

12.10.1988 Alteration complete ‘RECLASSIFY ‘FDB’ TO ‘AZVA’ - REFER RS4237.
(RS3088)’. New class: ‘AZVA’.

14.11.1991 Repair ‘HANDRAILS END’.
03.03.1992 Repair ‘VEHICLE COMPLETE’.
03.03.1992 Repair ‘VEHICLE STENCILS’.
18.08.1993 Repair ‘STEP’.

AZVA 2

Details: wagon ‘AZVA 2 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.9m
Tare Weight: 16.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1550
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 74A
Date Built: 01.01.1925
Operating System: AN
Intended Use: BOGIES LOCO
Remarks: EX FDB
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BSG Code: DBFZ

Capacity of 50.8 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 23.11.1992
Last Lift: 10.02.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘FDB’ TO ‘AZVA’ - REFER RS4237.
(RS3088)’. New class: ‘AZVA’.

23.03.1990 Repair ‘LASHING POINT’.
12.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

AZVA 9

27.07.1989 Reclassified from wagon ‘AZVA 9 U’ to ’ wagon ‘AZVF 9 R’.

AZVA 11

02.02.1989 Reclassified from wagon ‘AZVA 11 C’ to ’ wagon ‘AZVF 11 W’.

AZVA 15

02.02.1989 Reclassified from wagon ‘AZVA 15 P’ to ’ wagon ‘AZVF 15 M’.

AZVA 37

Details: wagon ‘AZVA 37 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 13.5tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 22.12.1982
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX PFM
BSG Code: DBFZ

Capacity of 20 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 30.07.1994
Last Lift: 22.12.1982

5057



2. TIMS GROUP INFORMATION - WAGONS

04.05.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.

AZVF 9

Details: wagon ‘AZVF 9 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 13.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1450
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 94
Date Built: 19.12.1929
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX AZVA
BSG Code: DBFZ

Capacity of 20 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 15.05.1991
Last Lift: 26.03.1971

15.04.1986 Alteration complete ‘RECLASSIFY ‘FSB’ DEPARTMENTAL BOGIE
TRANSPORT WAGONS TO ‘AZVF’ AND ‘AZVA’ CLASS, RETAINING SAME
NUMBERS. (RS4126)’. New class: ‘AZVF’.

15.01.1988 Alteration complete ‘RECLASSIFY AZVY TO AZVF - REFER RS4231
(RS3071)’. New class: ‘AZVF’.

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AZVA 9 U’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘CARD OR CLIP HOLDER’.
15.05.1991 Repair ‘TRAIN PIPE (END)’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.

AZVF 11

Details: wagon ‘AZVF 11 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 11m
Tare Weight: 14.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1450
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 94
Date Built: 01.03.1929
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX FSB
BSG Code: DSFZ

Capacity of 20 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 29.04.1996
Last Triple Valve: 15.12.1992
Last Single Car Test: 06.07.1993
Last Lift: 23.12.1982

15.04.1986 Alteration complete ‘RECLASSIFY ‘FSB’ DEPARTMENTAL BOGIE
TRANSPORT WAGONS TO ‘AZVF’ AND ‘AZVA’ CLASS, RETAINING SAME
NUMBERS. (RS4126)’. New class: ‘AZVF’.

15.01.1988 Alteration complete ‘RECLASSIFY AZVY TO AZVF - REFER RS4231
(RS3071)’. New class: ‘AZVF’.

22.03.1990 Repair ‘STEP’.
22.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘TRAIN PIPE (END)’.
16.05.1991 Repair ‘FLOOR COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE STENCILS’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘END FRAME MEMBER’.
20.06.1991 Repair ‘END FRAME MEMBER’.
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE PULL ROD’.
08.01.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘HANDRAILS END’.
15.12.1992 Repair ‘SIDE STEP’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.05.1993 Repair ‘STEP’.
26.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘TRAIN PIPE (END)’.
10.07.1993 Repair ‘STEP’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

AZVF 12

Details: wagon ‘AZVF 12 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 13.5tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1450
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 94
Date Built: 27.11.1925
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX FSB;EX AZVY
BSG Code: DBFZ

Capacity of 20 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 30.07.1994
Due Triple Valve: 01.07.1988
Last Brake Cylinder: 06.03.1991
Last Lift: 24.07.1985

15.04.1986 Alteration complete ‘RECLASSIFY ‘FSB’ DEPARTMENTAL BOGIE
TRANSPORT WAGONS TO ‘AZVF’ AND ‘AZVA’ CLASS, RETAINING SAME
NUMBERS. (RS4126)’. New class: ‘AZVF’.

15.01.1988 Alteration complete ‘RECLASSIFY AZVY TO AZVF - REFER RS4231
(RS3071)’. New class: ‘AZVF’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BEARINGS’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1993 Repair ‘STEP’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
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AZVF 13

Details: wagon ‘AZVF 13 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 13.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1450
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 94
Date Built: 27.10.1925
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX FSB
BSG Code: DSFZ

Capacity of 20 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 04.12.1994
Last Triple Valve: 15.12.1992
Last Brake Cylinder: 15.12.1992
Last Single Car Test: 12.08.1993
Last Lift: 22.02.1974

15.04.1986 Alteration complete ‘RECLASSIFY ‘FSB’ DEPARTMENTAL BOGIE
TRANSPORT WAGONS TO ‘AZVF’ AND ‘AZVA’ CLASS, RETAINING SAME
NUMBERS. (RS4126)’. New class: ‘AZVF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘DOOR LOCK MECHANISM’.
08.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘FSB 13 Q’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BRANCH PIPE’.
06.10.1989 Repair ‘TOP CENTRE PLATE’.
06.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘FSB 13 Q’
20.10.1989 Repair ‘BODY COMPLETE’.
20.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘FSB 13 Q’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘FSB 13 Q’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘FLOOR SHEETING’.
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14.12.1989 Repair ‘FLOOR SHEETING’.
14.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘FSB 13 Q’
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘VEHICLE COMPLETE’.
19.12.1989 Repair ‘VEHICLE STENCILS’.
19.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘FSB 13 Q’
20.04.1990 Repair ‘VEHICLE RECLASSIFY’.
20.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘FSB 13 Q’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRANCH PIPE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1992 Repair ‘STEP’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘HANDRAILS END’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘VEHICLE STENCILS’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.

AZVF 14

Details: wagon ‘AZVF 14 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1450
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 94
Date Built: 01.01.1927
Operating System: AN
Intended Use: BOGIES ROLLINGST
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Remarks: EX FSB
BSG Code: DBFZ

Capacity of 20 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 13.07.1994
Due Triple Valve: 01.07.1989
Last Triple Valve: 13.02.1993
Last Brake Cylinder: 13.02.1993
Last Lift: 24.07.1985

15.04.1986 Alteration complete ‘RECLASSIFY ‘FSB’ DEPARTMENTAL BOGIE
TRANSPORT WAGONS TO ‘AZVF’ AND ‘AZVA’ CLASS, RETAINING SAME
NUMBERS. (RS4126)’. New class: ‘AZVF’.

15.01.1988 Alteration complete ‘RECLASSIFY AZVY TO AZVF - REFER RS4231
(RS3071)’. New class: ‘AZVF’.

07.01.1992 Repair ‘BOGIE SPRING’.
13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.02.1993 Repair ‘COUPLER KNUCKLE’.
13.02.1993 Repair ‘HANDRAILS END’.
13.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1993 Repair ‘STEP’.
13.02.1993 Repair ‘VEHICLE STENCILS’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.

AZVF 15

Details: wagon ‘AZVF 15 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1450
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 94
Date Built: 25.08.1925
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX FSB
BSG Code: DBFZ

Capacity of 20 tonnes
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Fleet Grp Code: AH PZ PD
Return to Service Date: 01.12.1993
Last Lift: 28.09.1983

15.04.1986 Alteration complete ‘RECLASSIFY ‘FSB’ DEPARTMENTAL BOGIE
TRANSPORT WAGONS TO ‘AZVF’ AND ‘AZVA’ CLASS, RETAINING SAME
NUMBERS. (RS4126)’. New class: ‘AZVF’.

15.01.1988 Alteration complete ‘RECLASSIFY AZVY TO AZVF - REFER RS4231
(RS3071)’. New class: ‘AZVF’.

06.06.1990 Repair ‘STEP’.

AZVF 38

Details: wagon ‘AZVF 38 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 9.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-9
Date Built: 21.12.1982
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX M
BSG Code: DSFZ

Capacity of 30 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 04.11.1994
Last Single Car Test: 22.12.1989

12.10.1988 Alteration complete ‘RECLASSIFY ‘PFM 38’ TO ‘AZVF 38’ - REFER RS4237.
(RS3097)’. New class: ‘AZVF’.

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘BRAKE LEVER’.
18.12.1989 Repair ‘BRAKE PULL ROD’.
18.12.1989 Repair ‘BRANCH PIPE’.
18.12.1989 Repair ‘COUPLER COMPLETE’.
18.12.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Repair ‘YOKE COMPLETE’.
22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘BRANCH PIPE’.
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22.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1989 Repair ‘SIDE STEP’.
22.12.1989 Repair ‘TRAIN PIPE (END)’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Repair ‘TRAIN PIPE (END)’.
19.03.1990 Repair ‘BOGIE BEARERS’.
02.03.1991 Repair ‘STANCHION’.
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Repair ‘STEP’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1994 Repair ‘BOGIE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.

AZVF 41

Details: wagon ‘AZVF 41 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Diagram Book Page No.: NS 151
Date Built: 15.03.1914
Operating System: AN
Intended Use: WHEEL & AXLE SET
Remarks: EX R
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 28.05.1995
Last Single Car Test: 06.01.1992
Last Lift: 30.06.1982

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘FLOOR SUPPORT’.
16.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘R 41 N’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE LEVER’.
16.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 41 N’
23.11.1989 Repair ‘BOGIE COMPLETE’.
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23.11.1989 Repair ‘VEHICLE COMPLETE’.
23.11.1989 Repair ‘VEHICLE STENCILS’.
23.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘R 41 N’
19.01.1990 Alteration complete ‘RECLASSIFY NRJ 1560 AND G 263 TO AZVF 1560 C

AND AZVF 263 C RESPECTIVELY. THESE WAGONS ARE UTILISED FOR
TRANSPORTING BOGIES WITHIN THE PT. AUGUSTA WORKSHOPS. G 263 &
NRJ 1560. (RS4472)’. New class: ‘AZVF’.

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘END BRAKE COCK’.
08.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘R 41 N’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BOLSTER’.
08.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘STEP’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘R 41 N’
17.01.1991 Repair ‘VEHICLE RECLASSIFY’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
17.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘R 41 N’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘STEP’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘TRAIN PIPE’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘FLOOR COMPLETE’.
19.12.1991 Repair ‘TRAIN PIPE (END)’.
19.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.11.1992 Repair ‘END BRAKE COCK’.
30.11.1992 Repair ‘HOSE FITTINGS’.
28.05.1995 Repair ‘VEHICLE COMPLETE’.

AZVF 51

Details: wagon ‘AZVF 51 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Diagram Book Page No.: NS 151
Date Built: 27.01.1914
Operating System: AN
Intended Use: WHEEL & AXLE SET
Remarks: EX R
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 05.08.1991
Last Single Car Test: 23.10.1989
Last Lift: 02.08.1982

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 51 V’
19.01.1990 Alteration complete ‘RECLASSIFY NRJ 1560 AND G 263 TO AZVF 1560 C

AND AZVF 263 C RESPECTIVELY. THESE WAGONS ARE UTILISED FOR
TRANSPORTING BOGIES WITHIN THE PT. AUGUSTA WORKSHOPS. G 263 &
NRJ 1560. (RS4472)’. New class: ‘AZVF’.

10.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 51 V’
25.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 51 V’
02.11.1990 Repair ‘STEP’.
02.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘R 51 V’
14.11.1990 Repair ‘STEP’.
14.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘R 51 V’
06.01.1991 Repair ‘STEP’.
06.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘R 51 V’
18.01.1991 Repair ‘VEHICLE RECLASSIFY’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘R 51 V’
05.08.1991 Repair ‘STEP’.

AZVF 263

19.01.1990 Alteration complete ‘RECLASSIFY NRJ 1560 AND G 263 TO AZVF 1560 C
AND AZVF 263 C RESPECTIVELY. THESE WAGONS ARE UTILISED FOR
TRANSPORTING BOGIES WITHIN THE PT. AUGUSTA WORKSHOPS. G 263 &
NRJ 1560. (RS4472)’. New class: ‘AZVF’.

06.06.1990 Repair ‘VEHICLE RECLASSIFY’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘G 263 E’
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZVF 1560

12.09.1989 Repair ‘STEP’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NRJ 1560 X’
19.01.1990 Alteration complete ‘RECLASSIFY NRJ 1560 AND G 263 TO AZVF 1560 C

AND AZVF 263 C RESPECTIVELY. THESE WAGONS ARE UTILISED FOR
TRANSPORTING BOGIES WITHIN THE PT. AUGUSTA WORKSHOPS. G 263 &
NRJ 1560. (RS4472)’. New class: ‘AZVF’.

25.05.1990 Repair ‘VEHICLE RECLASSIFY’.
25.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NRJ 1560 X’
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZVF 10008

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRANCH PIPE’.
04.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1989 Repair ‘HANDBRAKE HANDLE’.
04.07.1989 Repair ‘SIDE BEARER’.
04.07.1989 Repair ‘TOP CENTRE PLATE’.
04.07.1989 Repair ‘TRAIN PIPE’.
04.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘GNST 10008 T’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1989 Issued at location ‘One spot’ with a previous code of wagon

‘GNST 10008 T’
19.01.1990 Alteration complete ‘RECLASSIFY NRJ 1560 AND G 263 TO AZVF 1560 C

AND AZVF 263 C RESPECTIVELY. THESE WAGONS ARE UTILISED FOR
TRANSPORTING BOGIES WITHIN THE PT. AUGUSTA WORKSHOPS. G 263 &
NRJ 1560. (RS4472)’. New class: ‘AZVF’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.04.1990 Repair ‘FLOOR SHEETING’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘GNST 10008 T’
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘VEHICLE COMPLETE’.
19.04.1990 Repair ‘VEHICLE STENCILS’.
19.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘GNST 10008 T’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘COUPLER COMPLETE’.
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07.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1990 Repair ‘END BRAKE COCK’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Repair ‘VEHICLE RECLASSIFY’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘GNST 10008 T’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE SPRING’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘BOGIE SPRING’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘TRAIN PIPE (END)’.
26.08.1991 Repair ‘HANDBRAKE HANDLE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZVL 1

Details: wagon ‘AZVL 1 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $6650
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-8
Date Built: 01.01.1940
Operating System: AN
Intended Use: BOGIES LOCO
Remarks: EX AQAX
BSG Code: DXFZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 15.04.1992
Due Triple Valve: 23.06.1990
Last Brake Cylinder: 23.06.1989
Last Lift: 08.04.1987

03.06.1987 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK VEHICLES
- BOGIE CARRIER & POISON SPRAY VAN. AQAX 1 TO AZVL 1 P (BOGIE CARRIER
WAGON). AOWA 4031 TO AZPA 4031 B (POISON SPRAY VAN). (RS4202)’.

15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘VEHICLE STENCILS’.

AZVL 18

Details: wagon ‘AZVL 18 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 15.9tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $6160
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB G-15
Date Built: 16.04.1943
Operating System: AN
Intended Use: WHEEL & AXLE SET
Remarks: EX SGC
BSG Code: DXFZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Due Triple Valve: 25.07.1990
Last Brake Cylinder: 25.07.1989
Last Single Car Test: 14.07.1993
Last Lift: 28.08.1987

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘BRANCH PIPE’.
20.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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20.07.1989 Repair ‘STEP’.
20.07.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘SGC 18 H’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘FLOOR COMPLETE’.
13.10.1989 Repair ‘HANDRAILS END’.
13.10.1989 Repair ‘STEP’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘SGC 18 H’
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘VEHICLE STENCILS’.
18.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘SGC 18 H’
28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘SGC 18 H’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘HANDBRAKE HANDLE’.
01.10.1990 Repair ‘STEP’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘TRAIN PIPE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE PIN’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘TRAIN PIPE (END)’.

AZVL 42

Details: wagon ‘AZVL 42 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5730
Run Restriction: Trailing Load Restricted‘
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Diagram Book Page No.: CB G-8
Date Built: 22.11.1954
Operating System: AN
Intended Use: BOGIES ROLLINGST
Remarks: EX AOXA;BOGIE TRAFFIC ISL - DRY CK
BSG Code: DXFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 01.10.1987
Due Triple Valve: 01.07.1988
Last Lift: 04.06.1986

AZVL 45

08.12.1989 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZVL 950

Details: wagon ‘AZVL 950 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7330
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 157
Date Built: 22.08.1955
Operating System: AN
Intended Use: WHEEL & AXLE SET
Remarks: EX RGB;M.E. BRANCH;PT. AUG - ISLINGTON
BSG Code: DXFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 23.05.1995
Due Triple Valve: 26.10.1989
Last Brake Cylinder: 26.10.1988
Last Single Car Test: 26.10.1988
Last Lift: 31.07.1981
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13.10.1988 Alteration complete ‘MODIFY ‘RGB 950’ FOR BOGIE EXCHANGE
SERVICE. REFER TO DRAWING 2W-97 FOR MULTI-HOLE PULL-ROD DETAILS.
RECLASSIFY ‘AZVL 950R‘. STENCIL ‘FOR ME BRANCH USE ONLY’. ‘PT
AUGUSTA - ISLINGTON WORKSHOPS’ (RS4347)’. New class: ‘AZVL’.

03.09.1989 Repair ‘HANDRAILS END’.
29.08.1990 Repair ‘END BRAKE COCK’.
29.08.1990 Repair ‘TRAIN PIPE (END)’.
12.10.1991 Repair ‘STEP’.
19.11.1991 Repair ‘STEP’.
17.02.1992 Repair ‘END HOSE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.

AZVL 2892

Details: wagon ‘AZVL 2892 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: DXFZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH UZ WK
Return to Service Date: 21.03.1995
Last Brake Cylinder: 06.04.1992
Last Single Car Test: 16.12.1992
Last Lift: 01.06.1984
Cont Max Slots: 3

07.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2892 X’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE LEVER’.
20.12.1989 Repair ‘COUPLER COMPLETE’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
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20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2892 X’
19.02.1990 Repair ‘STANCHION’.
19.02.1990 Repair ‘TRAIN PIPE (END)’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2892 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘DOOR COMPLETE’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2892 X’
03.09.1990 Repair ‘DOOR LOCK MECHANISM’.
03.09.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2892 X’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1990 Repair ‘BRAKE LEVER’.
08.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2892 X’
20.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2892 X’
20.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2892 X’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘DOOR LOCK MECHANISM’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘END HOSE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2892 X’
12.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2892 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
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AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘END HOSE’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2892 X’
29.07.1992 Alteration complete ‘REMOVE DOORS AND SIDES FROM AOOX 2892. FIT

WHEELSET SUPPORTS. RECLASSIFY WAGON TO AZVL 2892D. FIT STEPS AND
HAND RAILS IN ACCORDANCE WITH DWG 13-CM-459 & WITH STANDARD
REQUIREMENT OF SECTION 2 OF ROA MANUAL. AOOX 2892. (RS4718)’. New
class: ‘AZVL’.

16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BODY COMPLETE’.
16.12.1992 Repair ‘DOOR COMPLETE’.
16.12.1992 Repair ‘END COMPLETE’.
16.12.1992 Repair ‘HANDRAILS’.
16.12.1992 Repair ‘HANDRAILS END’.
16.12.1992 Repair ‘SIDE COMPLETE’.
16.12.1992 Repair ‘SIDE STEP’.
16.12.1992 Repair ‘STEP’.
16.12.1992 Repair ‘TRAIN PIPE (END)’.
16.12.1992 Repair ‘VEHICLE RECLASSIFY’.
16.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 2892 X’
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.

AZVL 8541

Details: wagon ‘AZVL 8541 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 19.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $1510
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-25
Date Built: 28.05.1927
Operating System: AN
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Intended Use: WHEEL & AXLE SET
Remarks: EX FL
BSG Code: DXFZ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PD PZ
Return to Service Date: 28.09.1995
Due Triple Valve: 01.10.1987
Last Brake Cylinder: 27.01.1988
Last Single Car Test: 04.07.1990
Last Lift: 01.05.1981

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1990 Repair ‘COUPLER KNUCKLE’.
04.05.1990 Repair ‘END SILL’.
04.05.1990 Repair ‘STEP’.
04.05.1990 Repair ‘TRAIN PIPE (END)’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘END HOSE’.
02.07.1990 Repair ‘TRAIN PIPE’.
02.08.1991 Repair ‘END HOSE’.
05.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Repair ‘HANDBRAKE HANDLE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘END BRAKE COCK’.
26.10.1993 Repair ‘TRAIN PIPE’.

AZVL 8611

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

07.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘BRAKE PIN’.
24.08.1990 Repair ‘FLOOR SHEETING’.
24.08.1990 Repair ‘STEP’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1990 Repair ‘HANDRAILS END’.
12.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1991 Repair ‘HANDBRAKE HANDLE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘TRAIN PIPE (END)’.
06.04.1992 Repair ‘TRAIN PIPE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

AZVL 8630

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZVY 12

22.07.1988 Reclassified from wagon ‘AZVY 12 P’ to ’ wagon ‘AZVF 12 X’.

AZVY 14

21.04.1988 Reclassified from wagon ‘AZVY 14 K’ to ’ wagon ‘AZVF 14 D’.

2.199 Wagon classification starting with ‘AZW’

AZWL 1

Details: wagon ‘AZWL 1 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.9m
Tare Weight: 10tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $4540
Run Restriction: Not to Run in NSW‘
Date Built: 01.01.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EX 4330;CCE WINCH WAGON
BSG Code: DXZZ

Capacity of 0.1 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 07.05.1992
Last Lift: 07.04.1983

30.01.1991 Repair ‘DOOR COMPLETE’.
10.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

AZWL 2

27.08.1992 Reclassified from wagon ‘AZWL 2 E’ to ’ wagon ‘EZWL 2 X’.

AZWL 3

Details: wagon ‘AZWL 3 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB F-13
Date Built: 01.01.1949
Operating System: AN
Intended Use: GENERAL
Remarks: EX SFC;CCE WINCH WAGON
BSG Code: DXZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 27.10.1989
Last Lift: 31.07.1981

01.04.1986 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK TO MEET
REQUIREMENTS OF WAGON MONITORING SYSTEM. SFC 1 TO AZWL 3N
AFWL 1 WEIGHBRIDGE TEST CAR 3490 (RS4114)’. New class: ‘ZOT’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘SFC 1’ TO ‘AZWL 3’ - REFER RS4237.
(RS3089)’. New class: ‘AZWL’.

27.10.1989 Repair ‘HANDRAILS END’.
27.10.1989 Repair ‘STEP’.

AZWL 4

Details: wagon ‘AZWL 4 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $7260
Date Built: 10.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AFWL;CCE W/BRIDGE TEST MASSES
BSG Code: DXZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.08.1992
Due Triple Valve: 11.08.1993
Last Brake Cylinder: 11.08.1992
Last Lift: 01.03.1983

01.04.1986 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK TO MEET
REQUIREMENTS OF WAGON MONITORING SYSTEM. SFC 1 TO AZWL 3N
AFWL 1 WEIGHBRIDGE TEST CAR 3490 (RS4114)’. New class: ‘ZOT’.

04.06.1990 Repair ‘STEP’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRANCH PIPE’.
11.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

AZWY 635

Details: wagon ‘AZWY 635 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 15.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $960
Run Restriction: High Speed - Not to Run in NSW‘
Diagram Book Page No.: NS 153

5079



2. TIMS GROUP INFORMATION - WAGONS

Date Built: 31.08.1916
Operating System: AN
Intended Use: WATER
Remarks: C.C.E WATER TANK - RAIL GRINDER
BSG Code: DSTW

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 14.02.1989
Last Brake Cylinder: 13.02.1989
Last Single Car Test: 13.02.1989
Last Lift: 12.10.1978

22.12.1988 Alteration complete ‘CONVERT ‘RA’ CLASS FLAT WAGON FOR USE AS
WATER TANKER BETWEEN THE HALVES OF RAIL GRINDER. REMOVE
EXISTING COUPLERS AND SURPLUS EQUIPMENT AS REQ‘D. PAINT WAGON
‘CATERPILLAR YELLOW‘. FIT 50 T RIDE CONTROL BOGIES FITTED WITH
STUCKI PADS. RECLASSIFY WAGON TO ‘AZWY635L’, STENCIL FOR 110 KM/H
ON WAGON. (RS4368)’. New class: ‘AZWY’.

2.200 Wagon classification starting with ‘AZX’

AZXF 1

Details: wagon ‘AZXF 1 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 17.1m
Tare Weight: 46tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X3
Original Cost: $17450
Run Restriction: Not to Run in NSW Train Speed Restriction when attached‘
Diagram Book Page No.: CB D-20
Date Built: 21.06.1972
Operating System: AN
Intended Use: CRANE WRECKMASTR
Remarks: EX SFWM;OUT OF GAUGE - CME PT. AUGUSTA
BSG Code: DSZZ

Capacity of 50 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 26.08.1993
Last Single Car Test: 27.08.1993
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12.10.1988 Alteration complete ‘RECLASSIFY ‘SFWM 1’ TO ‘AZXF 1’ - REFER RS4237.
(RS3099)’. New class: ‘AZXF’.

30.10.1989 Repair ‘STEP’.
30.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘SFWM 1 A’
07.12.1990 Repair ‘BOGIE BEARINGS’.
07.12.1990 Repair ‘BOGIE BEARINGS’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘SFWM 1 A’
18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘SFWM 1 A’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE CONTROL PIPE’.
13.09.1994 Alteration ‘REMOVE TRI-AXLE BOGIES FROM ‘AZXF’ AND REPLACE

WITH 70T BOGIE. PERFORM CENTRE PLATE & SIDEBEARER MODIFICATIONS
IN ACCORDANCE WITH DRAWING A1.W3-142. (RS4885)’.

AZXF 8145

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘ESV 8145 L’
16.01.1990 Alteration complete ‘RECLASSIFY ESV 8145 TO AZXF 8145 F FOR USE ON

ACCIDENT TRAIN MILE END. ESV 8174 REPLACED ESV 8145 ACCOUNT
CONDITION. (RS4471)’. New class: ‘AZXF’.

02.03.1990 Repair ‘VEHICLE RECLASSIFY’.
02.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ESV 8145 L’
21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.05.1991 Repair ‘VEHICLE SOLD’.

AZXF 8174

16.01.1990 Alteration complete ‘RECLASSIFY ESV 8145 TO AZXF 8145 F FOR USE ON
ACCIDENT TRAIN MILE END. ESV 8174 REPLACED ESV 8145 ACCOUNT
CONDITION. (RS4471)’. New class: ‘AZXF’.

24.07.1990 Repair ‘VEHICLE RECLASSIFY’.
24.07.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘ESV 8174 D’
16.08.1990 Repair ‘SIDE BEARER’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.10.1994 Repair ‘VEHICLE SOLD’.

AZXP 31

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.01.1993 Repair ‘VEHICLE SOLD’.
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AZXP 35

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

31.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 38

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 42

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 45

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

31.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 48

Details: wagon ‘AZXP 48 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $24050
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate‘

Diagram Book Page No.: CB B-5
Date Built: 10.02.1963
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.09.93
BSG Code: DBZZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 22.09.1993

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZXP 55

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 56

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

26.08.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 57

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

26.08.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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AZXP 62

Details: wagon ‘AZXP 62 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $27380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
Date Built: 04.10.1963
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 25.09.93
BSG Code: DBZZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 22.09.1993
Last Lift: 01.03.1981

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

22.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

AZXP 65

Details: wagon ‘AZXP 65 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11.4m
Tare Weight: 23.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $35930
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
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Date Built: 09.10.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;CME ACC. VAN MILE END
BSG Code: DBZZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 18.09.1989
Last Lift: 26.05.1982

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

AZXP 380

Details: wagon ‘AZXP 380 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $27980
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-6
Date Built: 09.11.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVAY;CME ACC. VAN PT. PIRIE
BSG Code: DSZZ

Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 14.09.1988
Due Triple Valve: 14.01.1989
Last Brake Cylinder: 14.01.1988
Last Lift: 06.05.1987

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.
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AZXP 383

10.04.1993 Reclassified from wagon ‘AZXP 383 C’ to ’ wagon ‘OPC 383 H’.

AZXP 384

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

AZXP 385

01.04.1993 Reclassified from wagon ‘AZXP 385 U’ to ’ wagon ‘OPC 385 C’.

AZXP 397

28.02.1993 Reclassified from wagon ‘AZXP 397 A’ to ’ wagon ‘OPC 397 F’.

2.201 Wagon classification starting with ‘AZY’

AZYF 932

Details: wagon ‘AZYF 932 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 157
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERAL
Remarks: EX RGB;CCE COMPRESSOR WAGON
BSG Code: DSFZ

Capacity of 45.7 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ SZ
Return to Service Date: 24.05.1996
Last Triple Valve: 12.04.1991
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 06.04.1993

11.07.1989 Alteration complete ‘RECLASSIFY RGB 932 AND AOEF 933 TO AZYF 932
AND 933 RESPECTIVELY. (RS4433)’. New class: ‘AZYF’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘SIDE BEARER’.
20.07.1989 Repair ‘TRAIN PIPE (END)’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RGB 932 F’
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘VEHICLE COMPLETE’.
12.09.1989 Repair ‘VEHICLE RECLASSIFY’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RGB 932 F’
30.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘COUPLER COMPLETE’.
04.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.03.1991 Repair ‘END HOSE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.04.1991 Repair ‘SIDE BEARER’.
06.01.1992 Repair ‘STEP’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BEARINGS’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BRAKE PULL ROD’.
08.12.1992 Repair ‘END HOSE’.
08.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Repair ‘TRAIN PIPE (END)’.
08.12.1992 Repair ‘WHEEL SET’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘WHEEL SET’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

AZYF 933

Details: wagon ‘AZYF 933 N’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 183
Date Built: 23.09.1952
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOEY;REINSTATED;COMPRESSOR WAGON
BSG Code: DSFZ

Capacity of 50.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH SZ PZ
Return to Service Date: 02.12.1994
Last Triple Valve: 21.09.1988
Last Brake Cylinder: 27.01.1993
Last Single Car Test: 22.12.1993
Last Lift: 12.02.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.07.1989 Repair ‘END BRAKE COCK’.
07.07.1989 Repair ‘END HOSE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOEF 933 A’
11.07.1989 Alteration complete ‘RECLASSIFY RGB 932 AND AOEF 933 TO AZYF 932

AND 933 RESPECTIVELY. (RS4433)’. New class: ‘AZYF’.
12.09.1990 Repair ‘VEHICLE RECLASSIFY’.
12.09.1990 Issued at location ‘Power station’ with a previous code of wagon

‘AOEF 933 A’
07.10.1991 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘STRIKING CASTING’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1992 Repair ‘TRAIN PIPE’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRAKE CONTROL PIPE’.
14.07.1992 Repair ‘TRAIN PIPE (END)’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.08.1992 Repair ‘BOGIE BEARINGS’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.01.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘BODY COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘TRAIN PIPE (END)’.
31.01.1994 Repair ‘END BRAKE COCK’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.

2.202 Wagon classification starting with ‘AZZ’

AZZF 1

Details: wagon ‘AZZF 1 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 37.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16980
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB D-18
Date Built: 15.04.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX SP;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 09.04.1994
Due Triple Valve: 11.08.1989
Last Brake Cylinder: 31.01.1991
Last Single Car Test: 11.08.1993
Last Lift: 13.11.1980

19.02.1988 Alteration complete ‘RECLASSIFY BALLAST PLOUGH ‘SP’ TO ‘AZZF’ IN
ACCORDANCE WITH ROA DETERMINATION (RS4262)’. Length Over
Headstocks: ‘11m’. Tare Weight: ‘37.6tonne’. Current Gauge: ‘Broad’. Gauge
Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AZZF’. Intended use:
‘GENERAL’. Capacity: ‘5T.’

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘SP 1 Y’
18.09.1989 Repair ‘VEHICLE COMPLETE’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘SP 1 Y’
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘SP 1 Y’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘BRAKE PIN’.
02.02.1990 Repair ‘BRAKE PULL ROD’.
02.02.1990 Repair ‘CARD OR CLIP HOLDER’.
02.02.1990 Repair ‘HANDRAILS END’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘SIDE SILL’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1990 Repair ‘CENTRE SILL’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘GRADE CONTROL VALVE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Repair ‘SIDE SILL’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘TRAIN PIPE’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
29.11.1990 Repair ‘WHEEL SET’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
23.01.1991 Repair ‘DISCHARGE DOOR’.
27.01.1991 Repair ‘VEHICLE COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE CONTROL PIPE’.
30.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
15.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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16.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘VEHICLE STENCILS’.
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE COMPLETE’.
12.10.1992 Repair ‘DOOR FRAME’.
30.01.1993 Repair ‘VEHICLE COMPLETE’.
26.02.1993 Repair ‘STEP’.
03.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.

AZZF 2

Details: wagon ‘AZZF 2 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 37.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB D-18
Date Built: 08.03.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX SP;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DBZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 17.12.1996
Due Triple Valve: 01.12.1988
Last Lift: 20.06.1986

19.02.1988 Alteration complete ‘RECLASSIFY BALLAST PLOUGH ‘SP’ TO ‘AZZF’ IN
ACCORDANCE WITH ROA DETERMINATION (RS4262)’. Length Over
Headstocks: ‘11m’. Tare Weight: ‘37.6tonne’. Current Gauge: ‘Broad’. Gauge
Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AZZF’. Intended use:
‘GENERAL’. Capacity: ‘5T.’
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04.08.1990 Repair ‘HANDRAILS END’.
04.08.1990 Repair ‘STEP’.
23.08.1990 Repair ‘HANDRAILS END’.
27.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1993 Repair ‘BRAKE BLOCK RB95’.
27.02.1993 Repair ‘BRAKE LEVER’.
27.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.

AZZF 3

Details: wagon ‘AZZF 3 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 37.4tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB D-18
Date Built: 16.05.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX SP;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DBZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 08.08.1996
Last Triple Valve: 27.04.1994
Last Single Car Test: 27.04.1994
Last Lift: 02.05.1982

19.02.1988 Alteration complete ‘RECLASSIFY BALLAST PLOUGH ‘SP’ TO ‘AZZF’ IN
ACCORDANCE WITH ROA DETERMINATION (RS4262)’. Length Over
Headstocks: ‘11m’. Tare Weight: ‘37.6tonne’. Current Gauge: ‘Broad’. Gauge
Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AZZF’. Intended use:
‘GENERAL’. Capacity: ‘5T.’

05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

AZZF 4

18.01.1994 Reclassified from wagon ‘AZZF 4 H’ to ’ wagon ‘EZZF 4 L’.

AZZF 641

Details: wagon ‘AZZF 641 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6610
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 224
Date Built: 15.03.1951
Operating System: AN
Intended Use: GENERAL
Remarks: EX BPA;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DSZZ

Capacity of 0.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH PZ PA
Return to Service Date: 13.12.1995
Due Triple Valve: 11.05.1991
Last Brake Cylinder: 08.06.1993
Last Single Car Test: 16.02.1994
Last Lift: 19.11.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘BPA’ TO ‘AZZF’ - REFER RS 4237.
(RS3092)’. New class: ‘AZZF’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘BPA 641 F’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRANCH PIPE’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘TRAIN PIPE’.
21.02.1990 Repair ‘UNDERFRAME COMPLETE’.
21.02.1990 Repair ‘VEHICLE COMPLETE’.
21.02.1990 Repair ‘VEHICLE RECLASSIFY’.
21.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘BPA 641 F’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.05.1990 Repair ‘END BRAKE COCK’.
11.05.1990 Repair ‘END HOSE’.
11.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE CONTROL PIPE’.
16.01.1991 Repair ‘TRAIN PIPE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘CENTRE SILL’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DOOR COMPLETE’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘COUPLER COMPLETE’.
26.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
26.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.02.1992 Repair ‘END FRAME MEMBER’.
26.02.1992 Repair ‘HANDRAILS END’.
26.02.1992 Repair ‘SIDE COMPLETE’.
26.02.1992 Repair ‘SIDE STEP’.
26.02.1992 Repair ‘STEP’.
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26.02.1992 Repair ‘STRIKING CASTING’.
26.02.1992 Repair ‘STRIKING CASTING’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BODY COMPLETE’.
27.05.1992 Repair ‘END FRAME MEMBER’.
27.05.1992 Repair ‘END SHEETING’.
27.05.1992 Repair ‘HANDRAILS END’.
27.05.1992 Repair ‘SIDE MEMBER’.
27.05.1992 Repair ‘SIDE SHEET’.
27.05.1992 Repair ‘SIDE STEP’.
27.05.1992 Repair ‘STEP’.
27.05.1992 Repair ‘WHEEL SET’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘VEHICLE STENCILS’.
10.07.1992 Repair ‘TRAIN PIPE’.
10.07.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘STEP’.
20.10.1992 Repair ‘UNDERFRAME COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BODY COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.06.1993 Repair ‘VEHICLE COMPLETE’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
15.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

AZZF 656

Details: wagon ‘AZZF 656 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $17060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 224
Date Built: 16.08.1916
Operating System: AN
Intended Use: GENERAL
Remarks: EX BPA;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: PA PZ AH
Return to Service Date: 22.03.1996
Due Triple Valve: 11.06.1992
Last Triple Valve: 04.11.1992
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 31.05.1993
Last Lift: 01.11.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘BPA’ TO ‘AZZF’ - REFER RS 4237.
(RS3092)’. New class: ‘AZZF’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1989 Repair ‘END COMPLETE’.
07.11.1989 Repair ‘FLOOR SHEETING’.
07.11.1989 Repair ‘HANDRAILS END’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘BRANCH PIPE’.
04.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Repair ‘BODY COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.06.1991 Repair ‘DOOR SLIDE RAIL’.
06.06.1991 Repair ‘STANCHION’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1991 Repair ‘TRAIN PIPE (END)’.
25.07.1991 Repair ‘TRAIN PIPE’.
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.11.1991 Repair ‘FLOOR COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1992 Repair ‘VEHICLE STENCILS’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BODY COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘BRANCH PIPE’.
22.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.10.1992 Repair ‘FLOOR COMPLETE’.
22.10.1992 Repair ‘TRAIN PIPE’.
22.10.1992 Repair ‘VEHICLE COMPLETE’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1993 Repair ‘BRANCH PIPE’.
28.05.1993 Repair ‘TRAIN PIPE’.
26.08.1993 Repair ‘BOGIE COMPLETE’.
26.08.1993 Repair ‘BRAKE BLOCK RB95’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE RECLASSIFY’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE RECLASSIFY’.

AZZF 2599

Details: wagon ‘AZZF 2599 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $17060
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 224
Date Built: 28.10.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX BPA;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 14.03.1996
Due Triple Valve: 21.05.1992
Last Brake Cylinder: 22.09.1993
Last Single Car Test: 22.11.1993
Last Lift: 26.06.1981

12.10.1988 Alteration complete ‘RECLASSIFY ‘BPA’ TO ‘AZZF’ - REFER RS 4237.
(RS3092)’. New class: ‘AZZF’.

31.05.1990 Repair ‘VEHICLE RECLASSIFY’.
31.05.1990 Issued at location ‘Deakin’ with a previous code of wagon ‘BPA 2599 H’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE PULL ROD’.
04.07.1990 Repair ‘BRANCH PIPE’.
04.07.1990 Repair ‘SIDE BEARER’.
04.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE PULL ROD’.
15.08.1990 Repair ‘SIDE BEARER’.
15.08.1990 Repair ‘TRAIN PIPE (END)’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRANCH PIPE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BRAKE PULL ROD’.
15.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.05.1991 Repair ‘SIDE BEARER’.
15.05.1991 Repair ‘TRAIN PIPE (END)’.
15.05.1991 Repair ‘TRAIN PIPE’.
15.05.1991 Repair ‘TRANSOM’.
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14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘DOOR COMPLETE’.
03.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK OTHER’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Repair ‘BRAKE PULL ROD’.
02.10.1991 Repair ‘SIDE BEARER’.
02.10.1991 Repair ‘STANCHION’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘END SHEETING’.
06.11.1991 Repair ‘SIDE MEMBER’.
06.11.1991 Repair ‘SIDE SHEET’.
11.12.1991 Repair ‘BODY COMPLETE’.
11.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1991 Repair ‘BODY COMPLETE’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BRANCH PIPE’.
25.02.1992 Repair ‘HANDRAILS END’.
25.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BODY COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BODY COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1992 Repair ‘BRAKE BLOCK RB95’.
10.09.1992 Repair ‘BRAKE PULL ROD’.
10.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
06.01.1993 Repair ‘BOGIE ADAPTER’.
06.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
19.02.1993 Repair ‘VEHICLE COMPLETE’.
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11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘STEP’.
02.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Repair ‘WHEEL SET’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.11.1993 Repair ‘BRANCH PIPE’.
19.11.1993 Repair ‘END BRAKE COCK’.
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE RECLASSIFY’.

AZZF 2601

Details: wagon ‘AZZF 2601 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 17.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $17060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 224
Date Built: 28.10.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX BPA;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PA
Return to Service Date: 24.01.1996
Due Triple Valve: 23.11.1991
Last Triple Valve: 05.08.1991
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 15.12.1993
Last Lift: 29.04.1983

12.10.1988 Alteration complete ‘RECLASSIFY ‘BPA’ TO ‘AZZF’ - REFER RS 4237.
(RS3092)’. New class: ‘AZZF’.
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31.07.1989 Repair ‘VEHICLE COMPLETE’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BPA 2601 X’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1990 Repair ‘TOP CENTRE PLATE’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
29.03.1990 Repair ‘VEHICLE RECLASSIFY’.
29.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘BPA 2601 X’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘FLOOR SHEETING’.
22.05.1990 Repair ‘HANDRAILS’.
22.05.1990 Repair ‘HANDRAILS END’.
22.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1990 Repair ‘STEP’.
22.05.1990 Repair ‘TRAIN PIPE (END)’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRANCH PIPE’.
20.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.11.1990 Repair ‘TRAIN PIPE (END)’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘BRAKE BLOCK OTHER’.
02.02.1991 Repair ‘BRAKE LEVER’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.03.1991 Repair ‘BRAKE CONTROL PIPE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘DOOR HINGES AND PINS’.
27.05.1991 Repair ‘HANDRAILS’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE LEVER’.
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07.02.1992 Repair ‘CENTRE SILL’.
07.02.1992 Repair ‘TOP CENTRE PLATE’.
07.02.1992 Repair ‘TRANSOM’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘UNDERFRAME COMPLETE’.
14.12.1992 Repair ‘UNDERFRAME COMPLETE’.
01.04.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE BLOCK OTHER’.
15.12.1993 Repair ‘BRAKE LEVER’.
15.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.

2.203 Wagon classification starting with ‘B’

B 342

Details: wagon ‘B 342 E’ in AN ‘Mainland Division’.

Owner: SPENO
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 60tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRPS
Intended Use: GENERAL
Remarks: TAMPER MACHINE. OWNED BY SPENO.
BSG Code: DUMY

Capacity of 1 tonnes

B 1431

07.07.1989 Reclassified from wagon ‘B 1431 A’ to ’ wagon ‘AHTF 1431 H’.

B 1432

20.01.1989 Reclassified from wagon ‘B 1432 J’ to ’ wagon ‘AHTF 1432 Q’.
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B 1433

05.07.1989 Reclassified from wagon ‘B 1433 S’ to ’ wagon ‘AHTF 1433 C’.

B 1434

01.11.1989 Reclassified from wagon ‘B 1434 E’ to ’ wagon ‘AHTF 1434 L’.

B 1435

08.03.1989 Reclassified from wagon ‘B 1435 N’ to ’ wagon ‘AHTF 1435 U’.

B 1436

09.03.1990 Reclassified from wagon ‘B 1436 W’ to ’ wagon ‘AHTF 1436 G’.

B 1437

08.03.1989 Reclassified from wagon ‘B 1437 X’ to ’ wagon ‘AHTF 1437 P’.

B 1438

07.07.1989 Reclassified from wagon ‘B 1438 R’ to ’ wagon ‘AHTF 1438 B’.

B 1439

18.05.1989 Reclassified from wagon ‘B 1439 D’ to ’ wagon ‘AHTF 1439 K’.

B 1440

17.05.1989 Reclassified from wagon ‘B 1440 W’ to ’ wagon ‘AHTF 1440 G’.

B 1441

07.03.1989 Reclassified from wagon ‘B 1441 X’ to ’ wagon ‘AHTF 1441 P’.

B 1442

07.03.1989 Reclassified from wagon ‘B 1442 R’ to ’ wagon ‘AHTF 1442 B’.

B 1443

07.03.1989 Reclassified from wagon ‘B 1443 D’ to ’ wagon ‘AHTF 1443 K’.

B 1444

07.03.1989 Reclassified from wagon ‘B 1444 M’ to ’ wagon ‘AHTF 1444 T’.

B 1445

20.01.1989 Reclassified from wagon ‘B 1445 V’ to ’ wagon ‘AHTF 1445 F’.
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B 1446

07.03.1989 Reclassified from wagon ‘B 1446 H’ to ’ wagon ‘AHTF 1446 Y’.

B 1447

16.01.1991 Reclassified from wagon ‘B 1447 Q’ to ’ wagon ‘AHTF 1447 A’.

B 1448

26.10.1988 Reclassified from wagon ‘B 1448 C’ to ’ wagon ‘AHTF 1448 J’.

B 1449

07.03.1989 Reclassified from wagon ‘B 1449 L’ to ’ wagon ‘AHTF 1449 S’.

B 1450

05.07.1989 Reclassified from wagon ‘B 1450 H’ to ’ wagon ‘AHTF 1450 Y’.

B 1451

20.01.1989 Reclassified from wagon ‘B 1451 Q’ to ’ wagon ‘AHTF 1451 A’.

B 1452

07.03.1989 Reclassified from wagon ‘B 1452 C’ to ’ wagon ‘AHTF 1452 J’.

B 1453

07.03.1989 Reclassified from wagon ‘B 1453 L’ to ’ wagon ‘AHTF 1453 S’.

B 1454

02.11.1988 Reclassified from wagon ‘B 1454 U’ to ’ wagon ‘AHTF 1454 E’.

B 1480

31.07.1989 Reclassified from wagon ‘B 1480 X’ to ’ wagon ‘AHTF 1480 P’.

B 1481

05.07.1989 Reclassified from wagon ‘B 1481 R’ to ’ wagon ‘AHTF 1481 B’.

B 1482

08.03.1989 Reclassified from wagon ‘B 1482 D’ to ’ wagon ‘AHTF 1482 K’.

B 1483

05.07.1989 Reclassified from wagon ‘B 1483 M’ to ’ wagon ‘AHTF 1483 T’.
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B 1484

01.11.1989 Reclassified from wagon ‘B 1484 V’ to ’ wagon ‘AHTF 1484 F’.

B 1485

01.11.1989 Reclassified from wagon ‘B 1485 H’ to ’ wagon ‘AHTF 1485 Y’.

B 1486

08.03.1989 Reclassified from wagon ‘B 1486 Q’ to ’ wagon ‘AHTF 1486 A’.

B 1487

05.07.1989 Reclassified from wagon ‘B 1487 C’ to ’ wagon ‘AHTF 1487 J’.

B 1488

01.08.1989 Reclassified from wagon ‘B 1488 L’ to ’ wagon ‘AHTF 1488 S’.

B 1489

01.11.1989 Reclassified from wagon ‘B 1489 U’ to ’ wagon ‘AHTF 1489 E’.

B 1490

21.03.1991 Reclassified from wagon ‘B 1490 Q’ to ’ wagon ‘AHTF 1490 A’.

B 1491

18.01.1990 Reclassified from wagon ‘B 1491 C’ to ’ wagon ‘AHTF 1491 J’.

2.204 Wagon classification starting with ‘BB’

BB 1995

13.12.1990 Reclassified from wagon ‘BB 1995 X’ to ’ wagon ‘AHUF 1995 Y’.

BB 1996

21.03.1991 Reclassified from wagon ‘BB 1996 R’ to ’ wagon ‘AHUF 1996 A’.

BB 1998

24.11.1989 Reclassified from wagon ‘BB 1998 M’ to ’ wagon ‘AHUF 1998 S’.

BB 2001

29.05.1991 Reclassified from wagon ‘BB 2001 E’ to ’ wagon ‘AHUF 2001 K’.
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BB 2002

01.05.1991 Reclassified from wagon ‘BB 2002 N’ to ’ wagon ‘AHUF 2002 T’.

BB 2003

01.11.1989 Reclassified from wagon ‘BB 2003 W’ to ’ wagon ‘AHUF 2003 F’.

BB 2006

21.06.1990 Reclassified from wagon ‘BB 2006 D’ to ’ wagon ‘AHUF 2006 J’.

2.205 Wagon classification starting with ‘BBB’

BBBB 1

27.07.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.07.1995 Issued at location ‘Keswick’ with a previous code of wagon ‘AAAA 1 T’
27.07.1995 Alteration complete ‘RECLASS. AAAA TO BBBB (AAA01)’. New class:

‘BBBB’.

2.206 Wagon classification starting with ‘BDY’

BDY 20610

18.11.1987 Reclassified from wagon ‘BDY 20610 H’ to ’ wagon ‘NODY 20610 J’.

2.207 Wagon classification starting with ‘BEX’

BEX 31574

12.11.1987 Reclassified from wagon ‘BEX 31574 C’ to ’ wagon ‘NFFF 31574 J’.

2.208 Wagon classification starting with ‘BKX’

BKX 11881

26.10.1988 Reclassified from wagon ‘BKX 11881 G’ to ’ wagon ‘NMKX 11881 K’.

BKX 11888

11.11.1987 Reclassified from wagon ‘BKX 11888 A’ to ’ wagon ‘NMKX 11888 E’.

BKX 11891

16.05.1990 Repair ‘VEHICLE COMPLETE’.
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2.209 Wagon classification starting with ‘BNX’

BNX 34506

24.12.1987 Reclassified from wagon ‘BNX 34506 A’ to ’ wagon ‘NMNX 34506 H’.

BNX 34508

08.12.1987 Reclassified from wagon ‘BNX 34508 S’ to ’ wagon ‘NMNX 34508 C’.

BNX 34520

11.01.1989 Reclassified from wagon ‘BNX 34520 X’ to ’ wagon ‘NMNX 34520 P’.

BNX 34533

24.12.1987 Reclassified from wagon ‘BNX 34533 U’ to ’ wagon ‘NMNX 34533 E’.

BNX 34541

20.06.1988 Reclassified from wagon ‘BNX 34541 K’ to ’ wagon ‘NMNX 34541 R’.

BNX 34550

24.04.1987 Reclassified from wagon ‘BNX 34550 J’ to ’ wagon ‘NMNX 34550 Q’.

BNX 34551

03.05.1988 Reclassified from wagon ‘BNX 34551 S’ to ’ wagon ‘NMNX 34551 C’.

BNX 34567

22.08.1988 Reclassified from wagon ‘BNX 34567 L’ to ’ wagon ‘NMNX 34567 S’.

BNX 34569

24.10.1988 Reclassified from wagon ‘BNX 34569 G’ to ’ wagon ‘NMNX 34569 N’.

BNX 34571

25.05.1987 Reclassified from wagon ‘BNX 34571 L’ to ’ wagon ‘NMNX 34571 S’.

BNX 34576

09.03.1988 Reclassified from wagon ‘BNX 34576 K’ to ’ wagon ‘NMNX 34576 R’.

BNX 34577

26.02.1988 Reclassified from wagon ‘BNX 34577 T’ to ’ wagon ‘NMNX 34577 D’.
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BNX 34578

05.12.1988 Reclassified from wagon ‘BNX 34578 F’ to ’ wagon ‘NMNX 34578 M’.

BNX 34588

11.10.1988 Reclassified from wagon ‘BNX 34588 N’ to ’ wagon ‘NMNX 34588 U’.

2.210 Wagon classification starting with ‘BP’

BP 3326

Details: wagon ‘BP 3326 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 11.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 79
Date Built: 01.01.1905
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 09.04.94
BSG Code: DEZZ

Capacity of 0.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: OB OZ
Return to Service Date: 09.04.1994

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

BP 4121

Details: wagon ‘BP 4121 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
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Tare Weight: 11.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1926
Operating System: ARHS
Intended Use: GENERAL
Remarks: BALLAST PLOUGH
BSG Code: SDZZ

Capacity of 0.1 tonnes

2.211 Wagon classification starting with ‘BPA’

BPA 641

21.02.1990 Reclassified from wagon ‘BPA 641 F’ to ’ wagon ‘AZZF 641 X’.

BPA 656

28.06.1989 Reclassified from wagon ‘BPA 656 M’ to ’ wagon ‘AZZF 656 P’.

BPA 2599

31.05.1990 Reclassified from wagon ‘BPA 2599 H’ to ’ wagon ‘AZZF 2599 K’.

BPA 2601

29.03.1990 Reclassified from wagon ‘BPA 2601 X’ to ’ wagon ‘AZZF 2601 L’.

2.212 Wagon classification starting with ‘BPT’

BPT 1

Details: wagon ‘BPT 1 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W39
Date Built: 18.10.1938
Operating System: AN
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Intended Use: PETROLEUM PRODS
Remarks: PURCHASED FROM BP 04.04.87;VACUUM BRAKE
BSG Code: FTTP

Capacity of 21800 litres

Fleet Grp Code: AG
Return to Service Date: 06.01.1983
Last Lift: 05.01.1983

BPT 2

Details: wagon ‘BPT 2 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W39
Date Built: 01.11.1938
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PURCHASED FROM BP 04.04.87;VACUUM BRAKE
BSG Code: FTTP

Capacity of 21800 litres

BPT 3

Details: wagon ‘BPT 3 G’ in AN ‘Tasmania Division’.

Owner: B.P
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W39
Date Built: 23.02.1951
Operating System: AN
Intended Use: PETROLEUM PRODS
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Remarks: PROPERTY OF B.P.;VACUUM BRAKE
BSG Code: FTTP

Capacity of 22700 litres

BPT 4

Details: wagon ‘BPT 4 P’ in AN ‘Tasmania Division’.

Owner: B.P
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 15.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W39
Date Built: 14.08.1959
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF B.P.;VACUUM BRAKE
BSG Code: FTTP

Capacity of 22700 litres

2.213 Wagon classification starting with ‘BRD’

BRD 113

Details: wagon ‘BRD 113 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 24.4m
Tare Weight: 56.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $97700
Diagram Book Page No.: NS 82
Date Built: 21.12.1960
Operating System: AN
Intended Use: GENERAL
Remarks: CME A/COND B/DOWN CONSIST PT. AUGUSTA
BSG Code: DSDZ
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Capacity of 36 sleeping

Fleet Grp Code: AH PZ PD
Return to Service Date: 27.04.1994
Last Triple Valve: 18.02.1992
Last Single Car Test: 27.04.1994
Last Lift: 21.08.1980

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.

15.03.1988 Alteration ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL SPRINGS TO
EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1989 Repair ‘TRAIN PIPE’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1992 Repair ‘BOGIE CLEARANCE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1993 Repair ‘WHEEL SET’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1993 Repair ‘DOOR COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1994 Repair ‘BRAKE CONTROL PIPE’.
27.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1994 Repair ‘TRAIN PIPE’.

2.214 Wagon classification starting with ‘BRE’

BRE 162

01.02.1991 Reclassified from wagon ‘BRE 162 L’ to ’ wagon ‘ECA 162 S’.

2.215 Wagon classification starting with ‘BT’

BT 1

Details: wagon ‘BT 1 F’ in AN ‘Mainland Division’.

Owner: AN
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2.215. Wagon classification starting with ‘BT’

Operator: D
Length Over Headstocks: 8.6m
Tare Weight: 49.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1030
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB D-24
Date Built: 25.10.1966
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKING TENDER - TAILEM BEND
BSG Code: DBZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH
Return to Service Date: 16.03.1989
Last Lift: 31.10.1974

BT 2

Details: wagon ‘BT 2 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.8m
Tare Weight: 47.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1030
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB D-24
Date Built: 25.10.1966
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKING TENDER - TAILEM BEND
BSG Code: DBZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH
Return to Service Date: 16.03.1989
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2.216 Wagon classification starting with ‘BTC’

BTC 4180

Details: wagon ‘BTC 4180 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.9m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.12.1939
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: BRAKE TEST CAR
BSG Code: BSSB

Capacity of 26 tonnes

2.217 Wagon classification starting with ‘BVA’

BVAN 40

Details: wagon ‘BVAN 40 W’ in AN ‘Mainland Division’.

Owner: A.H.R.S
Operator: D
Length Over Headstocks: 11.2m
Tare Weight: 19.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Restricted to Broad Gauge only‘
Date Built: 01.01.1920
Operating System: ARHS
Intended Use: GENERAL
Remarks: BRAKE VAN
BSG Code: BBSB

Capacity of 25 tonnes

Fleet Grp Code: AH
Return to Service Date: 12.06.1991

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
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12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘GBAR 40 D’

BVAN 4074

Details: wagon ‘BVAN 4074 Y’ in AN ‘Mainland Division’.

Owner: A.H.R.S
Operator: D
Length Over Headstocks: 12m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Restricted to Broad Gauge only‘
Date Built: 01.01.1920
Operating System: ARHS
Intended Use: GENERAL
Remarks: BRAKE VAN
BSG Code: BBSB

Capacity of 1 tonnes

Fleet Grp Code: AH
Return to Service Date: 12.06.1991

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘GBAR 4074 S’

BVAN 4420

Details: wagon ‘BVAN 4420 M’ in AN ‘Mainland Division’.

Owner: A.H.R.S
Operator: D
Length Over Headstocks: 12m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Restricted to Broad Gauge only‘
Date Built: 01.01.1920
Operating System: ARHS
Intended Use: GENERAL
Remarks: BRAKE VAN
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BSG Code: BBSB

Capacity of 26 tonnes

Fleet Grp Code: AH
Return to Service Date: 12.06.1991

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘GBAR 4420 Q’

BVAN 8304

Details: wagon ‘BVAN 8304 D’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $10990
Run Restriction: Not to run in Victoria‘
Diagram Book Page No.: CB B-4
Date Built: 04.06.1947
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 19.10.85;SOLD TO ARHS 15.05.86
BSG Code: BBSB

Capacity of 10 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 19.03.1991
Last Lift: 01.06.1983

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Repair ‘VEHICLE RENUMBERED’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AVAY 5 J’

BVAN 8306

Details: wagon ‘BVAN 8306 V’ in AN ‘Mainland Division’.
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Owner: ARHS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $10990
Run Restriction: Not to run in Victoria‘
Diagram Book Page No.: CB B-4
Date Built: 04.06.1947
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 19.10.85;SOLD TO ARHS 15.05.86
BSG Code: BBSB

Capacity of 10 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 19.03.1991
Last Lift: 14.06.1983

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Repair ‘VEHICLE RENUMBERED’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AVAY 7 E’

BVAN 8335

Details: wagon ‘BVAN 8335 N’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-5
Date Built: 11.06.1962
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: EX AVAY;SOLD TO PDSM
BSG Code: BBSB

Capacity of 10 tonnes
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BVAN 8336

Details: wagon ‘BVAN 8336 W’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $24500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-5
Date Built: 11.06.1962
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 02.04.88;SOLD TO ARHS 17.11.88
BSG Code: BBSB

Capacity of 10 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 19.03.1991
Last Lift: 01.07.1984

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Repair ‘VEHICLE RENUMBERED’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AVAY 37 F’

BVAN 8385

Details: wagon ‘BVAN 8385 H’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $39270
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
Diagram Book Page No.: CB B-5
Date Built: 05.10.1971
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2.218. Wagon classification starting with ‘CC’

Operating System: SRPS
Intended Use: GENERAL
Remarks: W/O 30.06.90;SOLD SPRPS 12.06.91
BSG Code: BMSB

Capacity of 10 tonnes

Fleet Grp Code: AH WN
Return to Service Date: 12.06.1991
Last Lift: 30.05.1977

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AVAP 398 B’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Repair ‘VEHICLE RENUMBERED’.
12.06.1991 Repair ‘VEHICLE SOLD’.
12.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AVAP 398 B’

2.218 Wagon classification starting with ‘CC’

CC 56

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.219 Wagon classification starting with ‘CCC’

CCC 116

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

CCC 133

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.220 Wagon classification starting with ‘CD’

CD 1

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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CD 2

Details: wagon ‘CD 2 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 16.8tonne
Current Gauge: Broad
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17590
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W96
Date Built: 02.02.1949
Operating System: AN
Intended Use: CONTAINERS
Remarks: W/O 26.05.90;VACUUM BRAKE
BSG Code: FTOQ

Capacity of 43 tonnes

Fleet Grp Code: AC
Return to Service Date: 26.05.1990

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

CD 3

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

CD 4

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

CD 5

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.07.1995 Repair ‘VEHICLE SOLD’.

CD 6

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.07.1995 Repair ‘VEHICLE SOLD’.

CD 7

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

5120



2.221. Wagon classification starting with ‘CE’

CD 8

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.07.1995 Repair ‘VEHICLE SOLD’.

CD 9

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

CD 10

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

CD 11

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

CD 12

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

CD 13

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

CD 14

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

CD 15

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.221 Wagon classification starting with ‘CE’

CE 1

Details: wagon ‘CE 1 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.07.1924
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Return to Service Date: 21.11.1988
Last Single Car Test: 06.01.1989
Last Lift: 03.03.1982

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.
REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 2

Details: wagon ‘CE 2 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.07.1924
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Return to Service Date: 08.03.1990
Last Single Car Test: 09.03.1990
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11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 5

Details: wagon ‘CE 5 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.07.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Return to Service Date: 11.12.1995
Last Single Car Test: 24.07.1993
Last Lift: 12.03.1982

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE COMPLETE’.
18.01.1991 Repair ‘COUPLER COMPLETE’.
18.01.1991 Repair ‘HANDRAILS END’.
18.01.1991 Repair ‘SIDE STEP’.
18.01.1991 Repair ‘STEP’.
18.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
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13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘END HOSE’.
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE COMPLETE’.
24.07.1993 Repair ‘COUPLER COMPLETE’.
24.07.1993 Repair ‘END FRAME MEMBER’.
24.07.1993 Repair ‘END SHEETING’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.
11.12.1995 Repair ‘BOGIE COMPLETE’.

CE 6

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE SOLD’.

CE 7

Details: wagon ‘CE 7 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.07.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Return to Service Date: 01.07.1993
Due Triple Valve: 31.05.1994
Last Single Car Test: 01.07.1993
Last Lift: 03.03.1982

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

30.08.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
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03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘SIDE MEMBER’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘COUPLER COMPLETE’.
08.05.1990 Repair ‘SIDE COMPLETE’.
08.05.1990 Repair ‘STRIKING CASTING’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘BRAKE LEVER’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE COMPLETE’.
31.01.1992 Repair ‘COUPLER COMPLETE’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘COUPLER COMPLETE’.
26.03.1992 Repair ‘SIDE COMPLETE’.
26.03.1992 Repair ‘STEP’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE COMPLETE’.
31.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.05.1993 Repair ‘COUPLER COMPLETE’.
31.05.1993 Repair ‘STANCHION’.
31.05.1993 Repair ‘STANCHION’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘COUPLER COMPLETE’.
01.07.1993 Repair ‘COUPLER KNUCKLE’.
01.07.1993 Repair ‘SIDE MEMBER’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 9

18.12.1993 Repair ‘VEHICLE SOLD’.
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CE 10

Details: wagon ‘CE 10 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.07.1927
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Last Lift: 17.02.1982

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

29.08.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 11

08.07.1988 Reclassified from wagon ‘CE 11 H’ to ’ wagon ‘OE 11 T’.

CE 12

09.11.1994 Reclassified from wagon ‘CE 12 Q’ to ’ wagon ‘OE 12 F’.

CE 13

Details: wagon ‘CE 13 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.07.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGF
BSG Code: FTOZ

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC NA
Return to Service Date: 28.04.1989

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.
REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 15

25.11.1994 Reclassified from wagon ‘CE 15 U’ to ’ wagon ‘QP 56 F’.

CE 17

18.12.1993 Repair ‘VEHICLE SOLD’.

CE 18

18.12.1993 Repair ‘VEHICLE SOLD’.

CE 20

28.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.
11.07.1995 Repair ‘VEHICLE SOLD’.

CE 21

Details: wagon ‘CE 21 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Last Lift: 19.08.1983

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.
REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 22

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

CE 23

Details: wagon ‘CE 23 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
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BSG Code: FTOZ

Fleet Grp Code: AC NA
Return to Service Date: 12.12.1996
Last Single Car Test: 29.06.1994
Last Lift: 22.12.1983

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘STEP’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘BOGIE FRICTION WEDGE’.
27.06.1994 Repair ‘BRAKE BLOCK RB95’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘WHEEL SET’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.
12.12.1996 Repair ‘BOGIE COMPLETE’.
12.12.1996 Repair ‘STEP’.

CE 25

Details: wagon ‘CE 25 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 21.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Fleet Grp Code: AC NA
Return to Service Date: 10.08.1989
Last Lift: 05.09.1983

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.
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14.07.1989 Repair ‘HANDBRAKE HANDLE’.
14.07.1989 Repair ‘STEP’.
10.08.1989 Repair ‘DISCHARGE DOOR’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 26

12.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘SIDE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

CE 27

Details: wagon ‘CE 27 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Fleet Grp Code: AC NA
Last Lift: 22.12.1983

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.
REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.

CE 28

13.03.1991 Reclassified from wagon ‘CE 28 J’ to ’ wagon ‘OE 28 V’.

CE 29

18.12.1993 Repair ‘VEHICLE SOLD’.
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CE 30

Details: wagon ‘CE 30 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W124
Date Built: 13.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Fleet Grp Code: AC NA
Return to Service Date: 04.04.1995
Last Single Car Test: 04.04.1995
Last Lift: 14.10.1983

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘BRAKE CONTROL PIPE’.
24.03.1992 Repair ‘BRANCH PIPE’.
24.03.1992 Repair ‘COUPLER COMPLETE’.
24.03.1992 Repair ‘NYLON HOSE’.
24.03.1992 Repair ‘SIDE MEMBER’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘END COMPLETE’.
04.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1993 Repair ‘SIDE COMPLETE’.
04.11.1993 Repair ‘TRAIN PIPE’.
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1993 Repair ‘VEHICLE STENCILS’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1994 Alteration ‘CONVERT CE CLASS TO QP CLASS CONTAINER WAGON.

REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class: ‘QP’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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2.222 Wagon classification starting with ‘CGN’

CGN 1

11.08.1988 Reclassified from wagon ‘CGN 1 W’ to ’ wagon ‘ENAV 2 E’.

CGN 2

16.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

CGN 4

Details: wagon ‘CGN 4 D’ in AN ‘Eyre Peninsula Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $23900
Diagram Book Page No.: CN B-10
Date Built: 31.10.1968
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 10.12.88;SOLD PRRPS 22.01.90
BSG Code: DEVZ

Capacity of 5.1 tonnes

Fleet Grp Code: EX OD OZ
Return to Service Date: 22.01.1990

22.01.1990 Repair ‘VEHICLE SOLD’.

CGN 5

08.06.1990 Repair ‘VEHICLE SOLD’.
09.02.1991 Repair ‘WHEEL SET’.

CGN 6

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.03.1991 Repair ‘WHEEL SET’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BOLSTER’.
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01.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
01.05.1991 Repair ‘BOGIE SIDEFRAME’.
01.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.05.1991 Repair ‘WHEEL SET’.
13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.223 Wagon classification starting with ‘CGP’

CGP 2

Details: wagon ‘CGP 2 Y’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $28360
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-8
Date Built: 25.07.1966
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 02.04.88;SOLD TO ARHS 17.11.88
BSG Code: BBSB

Capacity of 10 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 19.03.1991
Last Lift: 10.06.1982

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AVBY 2 X’

CGP 6

Details: wagon ‘CGP 6 E’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 23.5tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $28360
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-8
Date Built: 08.08.1966
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 02.04.88;SOLD TO ARHS 17.11.88
BSG Code: BBSB

Capacity of 10 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 19.03.1991
Last Lift: 23.11.1981

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AVBY 6 V’

2.224 Wagon classification starting with ‘CLX’

CLX 5209

12.01.1988 Reclassified from wagon ‘CLX 5209 R’ to ’ wagon ‘NLCX 5209 P’.

2.225 Wagon classification starting with ‘CO’

CO 1

Details: wagon ‘CO 1 T’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 42.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 17.10.1957
Operating System: AN & V/LINE
Intended Use: PASSENGERS
Remarks: BRAKE VAN JOINT STOCK AN/V/LINE
BSG Code: PBMT
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Capacity of 5 tonnes

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.

03.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

CO 2

Details: wagon ‘CO 2 F’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 42.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 17.10.1957
Operating System: AN & V/LINE
Intended Use: PASSENGERS
Remarks: BRAKE VAN JOINT STOCK AN/V/LINE
BSG Code: PBMT

Capacity of 5 tonnes

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.

07.09.1989 Repair ‘WHEEL SET’.
12.09.1989 Repair ‘WHEEL SET’.
03.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

2.226 Wagon classification starting with ‘CP’

CP 2

Details: wagon ‘CP 2 H’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

CP 11

Details: wagon ‘CP 11 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

CP 292

Details: wagon ‘CP 292 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: BRAKE VAN
BSG Code: BBSB

Capacity of 10 tonnes
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CP 294

Details: wagon ‘CP 294 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: BRAKE VAN
BSG Code: BBSB

Capacity of 10 tonnes

2.227 Wagon classification starting with ‘CS’

CS 241

Details: wagon ‘CS 241 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 17.3m
Tare Weight: 56tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: DSFH

Capacity of 60 tonnes

2.228 Wagon classification starting with ‘CTT’

CTT 1

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.229 Wagon classification starting with ‘D’

D 1

Details: wagon ‘D 1 N’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 18.3m
Tare Weight: 31.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4950
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB B-3
Date Built: 01.06.1931
Operating System: ARHS
Intended Use: MAIL
Remarks: W/O 04.03.89;SOLD TO ARHS 19.07.89
BSG Code: SBBN

Capacity of 25.5 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 19.07.1989
Last Lift: 26.04.1978

19.07.1989 Repair ‘VEHICLE SOLD’.

2.230 Wagon classification starting with ‘DB’

DB 12

Details: wagon ‘DB 12 L’ in AN ‘Tasmania Division’.

Owner: V.D.L.R.S.
Operator: E
Length Over Headstocks: 9.8m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 19.01.1901
Operating System: EMU BAY RAILWAY
Intended Use: PASSENGERS
Remarks: DON RIVER RAILWAY BRAKEVAN
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BSG Code: BTSB

Capacity of 1 tonnes

DB 17

30.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

2.231 Wagon classification starting with ‘DC’

DC 1

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

DC 94

Details: wagon ‘DC 94 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 25m
Tare Weight: 58.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100810
Diagram Book Page No.: NN 14B
Date Built: 15.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: EX NDC;CME B/DOWN CONSIST PT. AUGUSTA
BSG Code: DSZZ

Capacity of 48 dining

Fleet Grp Code: AH PZ PD
Return to Service Date: 26.04.1994
Last Triple Valve: 27.04.1994
Last Brake Cylinder: 21.09.1988
Last Single Car Test: 27.04.1994
Last Lift: 20.07.1982

16.07.1981 Alteration ‘INSTALLATION OF STAINLESS STEEL SHELVES IN COOL
ROOM. DRAWING NUMBER ISSUED
(DC)(NDC)OC-110,(DD)OC-112,(DE)OC-109,(DF)OC-101 (14s81)’.

10.11.1981 Alteration ‘REPLACE EXISTING AUXILLARY RESERVOIR WITH NEW 15’ X
36’ RESERVOIR. (20s81)’.
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22.07.1985 Alteration complete ‘FIT ‘QUELL’ FIRE BLANKET CONTAINER
INCORPORATING FIRE BLANKET TO CROSS PARTITION BETWEEN KITCHEN
AND COOL ROOM (ADJACENT TO OVERHEAD CUPBOARD S). DF 231, 232,
233, 294, 295, 304 DE 176 DD 136, 156, DC 94, 100 (RS4058)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1994 Repair ‘BRAKE LEVER’.
26.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

2.232 Wagon classification starting with ‘DFS’

DFS 3

Details: wagon ‘DFS 3 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-7
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSLZ

Capacity of 33 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 29.09.1995

29.09.1995 Repair ‘VEHICLE COMPLETE’.
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2.233 Wagon classification starting with ‘DMC’

DMC 1902

Details: wagon ‘DMC 1902 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 19.3m
Tare Weight: 45tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.05.1937
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: DYNAMOMETER CAR
BSG Code: NSZZ

Capacity of 46 tonnes

2.234 Wagon classification starting with ‘DOT’

DOT 27

Details: wagon ‘DOT 27 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 229

Details: wagon ‘DOT 229 V’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 279

Details: wagon ‘DOT 279 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 421

Details: wagon ‘DOT 421 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 60 tonnes

DOT 627

Details: wagon ‘DOT 627 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 633

Details: wagon ‘DOT 633 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres
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DOT 648

Details: wagon ‘DOT 648 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 827

Details: wagon ‘DOT 827 W’ in AN ‘Mainland Division’.

Owner: SRA FO NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 921

Details: wagon ‘DOT 921 V’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 13.7m

5144



2.234. Wagon classification starting with ‘DOT’

Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPT OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 922

Details: wagon ‘DOT 922 H’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENT OIL TANK

Capacity of 45460 litres

DOT 923

Details: wagon ‘DOT 923 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 60 tonnes
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DOT 924

Details: wagon ‘DOT 924 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 925

Details: wagon ‘DOT 925 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 55 tonnes

DOT 926

Details: wagon ‘DOT 926 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 927

Details: wagon ‘DOT 927 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 928

Details: wagon ‘DOT 928 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres
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DOT 929

Details: wagon ‘DOT 929 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 60 tonnes

DOT 930

Details: wagon ‘DOT 930 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 949

Details: wagon ‘DOT 949 R’ in AN ‘Mainland Division’.

Owner: SR OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPT OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 950

Details: wagon ‘DOT 950 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 951

Details: wagon ‘DOT 951 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes
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DOT 952

Details: wagon ‘DOT 952 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 953

Details: wagon ‘DOT 953 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 954

Details: wagon ‘DOT 954 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 955

Details: wagon ‘DOT 955 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 956

Details: wagon ‘DOT 956 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
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BSG Code: NSTP

Capacity of 45460 litres

DOT 957

Details: wagon ‘DOT 957 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 958

Details: wagon ‘DOT 958 Q’ in AN ‘Mainland Division’.

Owner: SRA-NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 959

Details: wagon ‘DOT 959 C’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 960

Details: wagon ‘DOT 960 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 61 tonnes

DOT 1280

Details: wagon ‘DOT 1280 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
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Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1281

Details: wagon ‘DOT 1281 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1282

Details: wagon ‘DOT 1282 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL WAGON
BSG Code: NSTP

Capacity of 50 tonnes
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DOT 1283

Details: wagon ‘DOT 1283 V’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPT OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1284

Details: wagon ‘DOT 1284 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1285

Details: wagon ‘DOT 1285 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 45460 litres

DOT 1286

Details: wagon ‘DOT 1286 C’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPT OIL TANK
BSG Code: NSTP

Capacity of 45640 litres

DOT 1287

Details: wagon ‘DOT 1287 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP
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Capacity of 45460 litres

DOT 1290

Details: wagon ‘DOT 1290 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 60 tonnes

DOT 1291

Details: wagon ‘DOT 1291 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPT OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1292

Details: wagon ‘DOT 1292 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
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Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1294

Details: wagon ‘DOT 1294 P’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTALOIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1297

Details: wagon ‘DOT 1297 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
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Remarks: DEPT OIL TANK
Wagon Height: 3770mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1298

Details: wagon ‘DOT 1298 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 1304

Details: wagon ‘DOT 1304 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres
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DOT 1413

Details: wagon ‘DOT 1413 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1414

Details: wagon ‘DOT 1414 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1415

Details: wagon ‘DOT 1415 U’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1416

Details: wagon ‘DOT 1416 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHBF 1416 S’

DOT 1417

Details: wagon ‘DOT 1417 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
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Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1418

Details: wagon ‘DOT 1418 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1419

Details: wagon ‘DOT 1419 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Width: 2464mm
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres
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DOT 1420

Details: wagon ‘DOT 1420 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Width: 2464mm
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1421

Details: wagon ‘DOT 1421 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1422

Details: wagon ‘DOT 1422 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 13.7m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 3880mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1423

Details: wagon ‘DOT 1423 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1424

Details: wagon ‘DOT 1424 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
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Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 50 tonnes

DOT 1425

Details: wagon ‘DOT 1425 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Width: 2464mm
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1426

Details: wagon ‘DOT 1426 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres
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DOT 1427

Details: wagon ‘DOT 1427 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 65 tonnes

DOT 1429

Details: wagon ‘DOT 1429 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45640 litres

DOT 1430

Details: wagon ‘DOT 1430 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Width: 2464mm
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1431

Details: wagon ‘DOT 1431 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Width: 2464mm
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1432

Details: wagon ‘DOT 1432 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
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Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1433

Details: wagon ‘DOT 1433 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

DOT 1434

Details: wagon ‘DOT 1434 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 60 tonnes
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DOT 1435

Details: wagon ‘DOT 1435 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
BSG Code: NSTP

Capacity of 45460 litres

DOT 1437

Details: wagon ‘DOT 1437 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: DEPARTMENTAL OIL TANK
Wagon Width: 2464mm
Wagon Height: 4115mm
BSG Code: NSTP

Capacity of 45460 litres

2.235 Wagon classification starting with ‘DP’

DP 20

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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DP 21

Details: wagon ‘DP 21 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-7
Date Built: 25.06.1981
Operating System: AN
Intended Use: GENERAL
Remarks: U/FRAME ONLY;CCE USE
BSG Code: DSLZ

Capacity of 40 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.06.1981

2.236 Wagon classification starting with ‘DS’

DS 1

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.08.1989 Repair ‘END BRAKE COCK’.
07.08.1989 Repair ‘END HOSE’.
16.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

DS 34

Details: wagon ‘DS 34 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-8
Date Built: 01.01.1925
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Operating System: AN
Intended Use: GENERAL
Remarks: U/FRAME ONLY;CCE USE
BSG Code: DSLZ

Capacity of 33 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 28.02.1994
Last Single Car Test: 02.03.1994

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

DS 42

12.06.1990 Repair ‘TRAIN PIPE (END)’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘VEHICLE SOLD’.

DS 44

Details: wagon ‘DS 44 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-8
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: U/FRAME ONLY;CCE USE
BSG Code: DSLZ

Capacity of 33 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.06.1990

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.
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12.06.1990 Repair ‘TRAIN PIPE (END)’.

DS 48

21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

DS 53

Details: wagon ‘DS 53 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $3420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-7
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: UNDERFRAME WITH CAMP UNIT
BSG Code: DSLZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 15.11.1980

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

DS 62

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

DS 64

Details: wagon ‘DS 64 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-8
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: U/FRAME ONLY;CCE USE
BSG Code: DSLZ

Capacity of 33 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.06.1990

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

12.06.1990 Repair ‘TRAIN PIPE (END)’.

DS 79

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

DS 86

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘END BRAKE COCK’.
13.05.1992 Repair ‘END HOSE’.

DS 87

Details: wagon ‘DS 87 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $3420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB V-7
Date Built: 01.01.1925
Operating System: AN
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Intended Use: GENERAL
Remarks: UNDERFRAME WITH CAMP UNIT
BSG Code: DSLZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 15.11.1980

01.11.1984 Alteration ‘RECLASSIFICATION OF DUPLICATED CLASSES AND
NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

DS 106

12.02.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

DS 109

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘VEHICLE SOLD’.

2.237 Wagon classification starting with ‘DT’

DT 349

Details: wagon ‘DT 349 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 25.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

Capacity of 55.5 tonnes

02.11.1991 Repair ‘VEHICLE RECLASSIFY’.
02.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘DVIC 349 Y’
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2.238. Wagon classification starting with ‘DVI’

2.238 Wagon classification starting with ‘DVI’

DVIC 302

Details: wagon ‘DVIC 302 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 303

Details: wagon ‘DVIC 303 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 304

Details: wagon ‘DVIC 304 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 305

Details: wagon ‘DVIC 305 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 306

Details: wagon ‘DVIC 306 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 307

Details: wagon ‘DVIC 307 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 308

Details: wagon ‘DVIC 308 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 310

Details: wagon ‘DVIC 310 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 311

Details: wagon ‘DVIC 311 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 312

Details: wagon ‘DVIC 312 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 313

Details: wagon ‘DVIC 313 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 315

Details: wagon ‘DVIC 315 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 316

Details: wagon ‘DVIC 316 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 317

Details: wagon ‘DVIC 317 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 318

Details: wagon ‘DVIC 318 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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2.238. Wagon classification starting with ‘DVI’

DVIC 319

Details: wagon ‘DVIC 319 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 320

Details: wagon ‘DVIC 320 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 322

Details: wagon ‘DVIC 322 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 323

Details: wagon ‘DVIC 323 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 326

Details: wagon ‘DVIC 326 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 327

Details: wagon ‘DVIC 327 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 328

Details: wagon ‘DVIC 328 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 329

Details: wagon ‘DVIC 329 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 330

Details: wagon ‘DVIC 330 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 333

Details: wagon ‘DVIC 333 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 334

Details: wagon ‘DVIC 334 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 335

Details: wagon ‘DVIC 335 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 337

Details: wagon ‘DVIC 337 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 339

Details: wagon ‘DVIC 339 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 341

Details: wagon ‘DVIC 341 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1994
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 342

Details: wagon ‘DVIC 342 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 343

Details: wagon ‘DVIC 343 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 344

Details: wagon ‘DVIC 344 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 345

Details: wagon ‘DVIC 345 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 346

Details: wagon ‘DVIC 346 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 347

Details: wagon ‘DVIC 347 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 348

Details: wagon ‘DVIC 348 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 349

Details: wagon ‘DVIC 349 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24 tonnes

02.11.1991 Reclassified from wagon ‘DVIC 349 Y’ to ’ wagon ‘DT 349 R’.

DVIC 352

Details: wagon ‘DVIC 352 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 353

Details: wagon ‘DVIC 353 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes
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DVIC 354

Details: wagon ‘DVIC 354 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 358

Details: wagon ‘DVIC 358 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 360

Details: wagon ‘DVIC 360 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

DVIC 361

Details: wagon ‘DVIC 361 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 24.5 tonnes

2.239 Wagon classification starting with ‘DW’

DW 7195

03.09.1991 Reclassified from wagon ‘DW 7195 J’ to ’ wagon ‘AZUF 7195 H’.

2.240 Wagon classification starting with ‘DWF’

DWF 9

Details: wagon ‘DWF 9 L’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 8.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Diagram Book Page No.: CB V-12
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Date Built: 01.01.1953
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O;SOLD ARHS;ON GROUND STORAGE
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 25.10.1988

DWF 164

Details: wagon ‘DWF 164 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 9.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2920
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-12
Date Built: 10.12.1953
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 13.08.83;SOLD TO ARHS 18.11.88
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 18.11.1988
Last Lift: 17.08.1977

DWF 257

Details: wagon ‘DWF 257 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 9.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
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Original Cost: $2920
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-12
Date Built: 15.03.1954
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 13.08.83;SOLD TO ARHS 18.11.88
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 18.11.1988
Last Lift: 08.09.1971

DWF 266

Details: wagon ‘DWF 266 A’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 9.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Diagram Book Page No.: CB V-12
Date Built: 01.01.1954
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O;SOLD ARHS;ON GROUND STORAGE
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH WX

DWF 4724

Details: wagon ‘DWF 4724 J’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: C
Length Over Headstocks: 6.1m
Tare Weight: 9.5tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 4 WHEEL
Original Cost: $1500
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-11
Date Built: 17.01.1945
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 13.08.83;SOLD TO PT.DOCK MUSEUM
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: AB WY
Return to Service Date: 22.03.1979
Last Lift: 20.09.1978

DWF 7695

Details: wagon ‘DWF 7695 Q’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 9.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Diagram Book Page No.: CB V-11
Date Built: 01.01.1948
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O;SOLD ARHS;ON GROUND STORAGE
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH WX

DWF 7719

Details: wagon ‘DWF 7719 S’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 9.7tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $1500
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-11
Date Built: 19.03.1948
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 13.08.83;SOLD TO ARHS 04.11.88
BSG Code: SDLZ

Capacity of 15.2 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 04.11.1988
Last Lift: 01.03.1978

DWF 7724

06.02.1990 Repair ‘VEHICLE SOLD’.

2.241 Wagon classification starting with ‘DYN’

DYNA

Details: wagon ‘DYNA X’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 15.2m
Tare Weight: 40.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $9210
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 36
Date Built: 22.12.1932
Operating System: AN & V/LINE
Intended Use: GENERAL
Remarks: DYNAMOMETER CAR;JOINT STOCK AN-V/LINE
BSG Code: SBZZ

Fleet Grp Code: AH EX
Return to Service Date: 28.03.1995

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.
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28.03.1995 Repair ‘VEHICLE COMPLETE’.

2.242 Wagon classification starting with ‘DZ’

DZ 2

Details: wagon ‘DZ 2 F’ in AN ‘Tasmania Division’.

Owner: DON RIVER
Operator: D
Length Over Headstocks: 12.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 11.01.1952
Operating System: EMU BAY RAILWAY
Intended Use: PASSENGERS
Remarks: DON RIVER RAILWAY BRAKEVAN
BSG Code: BTSB

Capacity of 1 tonnes

2.243 Wagon classification starting with ‘E’

E 31

25.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.244 Wagon classification starting with ‘EA’

EA 372

Details: wagon ‘EA 372 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1820
Diagram Book Page No.: NS 273
Date Built: 27.02.1915
Operating System: ON LOAN
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Intended Use: GENERAL
Remarks: W/O 02.04.88;ON LOAN ANRI PARKESTON
BSG Code: SSZZ

Capacity of 8 sleeping

Fleet Grp Code: AH
Return to Service Date: 19.04.1988
Last Lift: 24.10.1968

2.245 Wagon classification starting with ‘EC’

EC 164

Details: wagon ‘EC 164 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5590
Diagram Book Page No.: NS 274
Date Built: 03.06.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EMPLOYEES VAN
BSG Code: DSDZ

Capacity of 6 sleeping

Fleet Grp Code: AH
Return to Service Date: 09.02.1972
Last Lift: 03.06.1965

2.246 Wagon classification starting with ‘ECA’

ECA 98

Details: wagon ‘ECA 98 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 24.9m
Tare Weight: 49.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $124570
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 52
Date Built: 02.05.1956
Operating System: AN
Intended Use: GENERAL
Remarks: EX BB;LOCO. CREW ACCOMMODATION
BSG Code: DSDZ

Capacity of 5 crew

Fleet Grp Code: AH
Return to Service Date: 02.06.1994
Due Triple Valve: 29.03.1991
Last Brake Cylinder: 29.03.1990
Last Single Car Test: 02.06.1994
Last Lift: 11.12.1985

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

31.07.1989 Alteration complete ‘REPLACE EXISTING DRAUGHT GEAR AND
COUPLERS WITH FREIGHT TYPE. BB98 (ECA 98). (RS4436)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Repair ‘BOGIE CLEARANCE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.10.1989 Repair ‘CONCERTINA (PASS.)’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘ISOLATING COCK’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1989 Repair ‘VESTIBULE (PASS.)’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘TRAIN PIPE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.05.1990 Repair ‘END BRAKE COCK’.
24.05.1990 Repair ‘END HOSE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘TRAIN PIPE’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
21.01.1991 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BEARERS’.
05.11.1993 Repair ‘BOGIE CLEARANCE’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
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05.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1993 Repair ‘END COMPLETE’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
05.11.1993 Repair ‘WEAR PLATES & SADDLES’.
05.11.1993 Repair ‘YOKE PIN’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘END BRAKE COCK’.
26.05.1994 Repair ‘END HOSE’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘TRAIN PIPE (END)’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘END BRAKE COCK’.
02.06.1994 Repair ‘END HOSE’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘TRAIN PIPE (END)’.

ECA 132

Details: wagon ‘ECA 132 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 51.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $148700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 83
Date Built: 20.12.1963
Operating System: AN
Intended Use: GENERAL
Remarks: EX BRE;EMERGENCY CREW ACCOMODATION
BSG Code: DSDZ

Capacity of 5 crew

Fleet Grp Code: AH
Return to Service Date: 04.05.1994
Last Triple Valve: 26.06.1990
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 27.04.1994
Last Lift: 26.11.1977

04.07.1979 Alteration complete ‘ALTERATION TO INDIVIDUAL STEPS IN
ACCORDANCE TO DRAWING. (03s79)’.
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17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

10.08.1989 Alteration complete ‘CONVERSION OF PASSENGER CAR BRE 132 TO
CREW ACCOMMODATION CAR. RECLASSIFY ECA 132R. BRE 132. (RS4443)’.
New class: ‘ECA’.

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1990 Repair ‘WEAR PLATES & SADDLES’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.03.1991 Repair ‘BOGIE CLEARANCE’.
12.03.1991 Repair ‘BRANCH PIPE’.
12.03.1991 Repair ‘DRAFT GEAR POCKET’.
12.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1991 Repair ‘END COMPLETE’.
12.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘END FRAME MEMBER’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Repair ‘BOGIE CLEARANCE’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BOGIE WEAR PLATES’.
19.02.1992 Repair ‘END COMPLETE’.
19.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
27.01.1993 Repair ‘WHEEL SET’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘END BRAKE COCK’.
27.04.1994 Repair ‘END HOSE’.
27.04.1994 Repair ‘TRAIN PIPE (END)’.
27.04.1994 Repair ‘TRAIN PIPE’.
04.05.1994 Repair ‘BRAKE LEVER’.
04.05.1994 Repair ‘BRAKE PIN’.

ECA 133

Details: wagon ‘ECA 133 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 51.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $148700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 83
Date Built: 05.02.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX BRE;CREW ACCOMODATION
BSG Code: DSDZ

Capacity of 5 crew

Fleet Grp Code: AH
Return to Service Date: 10.04.1995
Last Triple Valve: 03.03.1993

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

02.03.1992 Alteration complete ‘CONVERT BRE 133 TO RELAY CREW
ACCOMODATION CAR. RECLASSIFY ECA 138. (RS4678)’. New class: ‘ECA’.

22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BODY COMPLETE’.
22.02.1993 Repair ‘BOGIE COMPLETE’.
22.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.02.1993 Repair ‘COUPLER COMPLETE’.
22.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.02.1993 Repair ‘END COMPLETE’.
22.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1993 Repair ‘TRAIN PIPE’.
22.02.1993 Repair ‘WHEEL SET’.
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22.02.1993 Repair ‘YOKE COMPLETE’.
07.10.1993 Alteration ‘FIT ‘SILENTBLOC’ VIBRATION CONTROL MOUNTS TO

GENERATOR SET FRAME. ECA133 (RS4828)’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
31.01.1994 Repair ‘WHEEL SET’.
09.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1994 Repair ‘WEAR PLATES & SADDLES’.
07.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘WEAR PLATES & SADDLES’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.

ECA 135

Details: wagon ‘ECA 135 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 51.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $148700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 83
Date Built: 20.03.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX BRE;CREW ACCOMODATION
BSG Code: DSDZ

Capacity of 5 crew

Fleet Grp Code: AH
Return to Service Date: 19.12.1994
Last Triple Valve: 09.05.1994
Last Brake Cylinder: 18.03.1992
Last Single Car Test: 09.05.1994

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.
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06.04.1990 Alteration complete ‘CONVERSION OF ‘BRE‘135 TO CREW
ACCOMODATION CAR. RECLASSIFY ‘ECA‘135V. BRE 135 (RS4494)’. New class:
‘ECA’.

13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Repair ‘BOGIE CLEARANCE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.02.1991 Repair ‘COUPLER COMPLETE’.
13.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1991 Repair ‘END HOSE’.
13.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
13.02.1991 Repair ‘YOKE COMPLETE’.
13.02.1991 Repair ‘YOKE FOLLOWER’.
13.02.1991 Repair ‘YOKE PIN’.
21.08.1991 Repair ‘CONCERTINA (PASS.)’.
21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
21.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ECA 135 V’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘END HOSE’.
16.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1993 Repair ‘YOKE CARRIER’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1993 Repair ‘BOGIE COMPLETE’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1993 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘END BRAKE COCK’.
19.01.1994 Repair ‘TRAIN PIPE (END)’.
03.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
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06.04.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BRANCH PIPE’.
09.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.05.1994 Repair ‘TRAIN PIPE (END)’.
09.05.1994 Repair ‘TRAIN PIPE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.

ECA 162

Details: wagon ‘ECA 162 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 51.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $148700
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 83
Date Built: 09.12.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX BRE;CREW ACCOMODATION
BSG Code: DSDZ

Capacity of 5 crew

Fleet Grp Code: AH
Return to Service Date: 26.10.1994
Last Single Car Test: 01.12.1992

12.12.1989 Alteration complete ‘CONVERSION OF PASSENGER CAR BRE 162 TO
CREW ACCOMMODATION CAR. RECLASSIFY ECA 162S. BRE 162 (RS4464)’.
New class: ‘ECA’.

01.02.1991 Repair ‘VEHICLE RECLASSIFY’.
01.02.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘BRE 162 L’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
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09.08.1991 Repair ‘DRAFT GEAR POCKET’.
09.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Repair ‘WHEEL SET’.
09.08.1991 Repair ‘YOKE CARRIER’.
09.08.1991 Repair ‘YOKE COMPLETE’.
09.08.1991 Repair ‘YOKE FOLLOWER’.
09.08.1991 Repair ‘YOKE PIN’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘END BRAKE COCK’.
30.11.1992 Repair ‘END HOSE’.
30.11.1992 Repair ‘TRAIN PIPE (END)’.
26.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1993 Repair ‘DOOR COMPLETE’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE CLEARANCE’.
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Repair ‘END COMPLETE’.
08.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
08.10.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘SIDE STEP’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.

ECA 220

Details: wagon ‘ECA 220 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m

5206



2.246. Wagon classification starting with ‘ECA’

Tare Weight: 48.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $161510
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 89
Date Built: 21.02.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX BRJ;LOCO. CREW ACCOMMODATION
BSG Code: DSDZ

Capacity of 5 crew

Fleet Grp Code: AH
Return to Service Date: 24.05.1996
Last Triple Valve: 16.03.1990
Last Brake Cylinder: 30.09.1991
Last Single Car Test: 03.09.1993
Last Lift: 14.03.1979

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.04.1988 Alteration complete ‘GHAN PASSENGER CAR EXTERIOR
REFURBISHMENT. (A) FIT GHAN LOGO TO CARS (B) FIT VINYL STRIPE TO
CARS (RS4279)’.

21.06.1989 Alteration complete ‘CONVERT BRJ220 (ECONOMY CLASS TWINETTE
CAR) TO A CREW ACCOMMODATION CAR. FIT GENERATOR SET FROM ARF 85
TO THIS CAR. RECLASSIFY ‘ECA’ 220V (RS4389)’. New class: ‘ECA’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE CLEARANCE’.
25.09.1989 Repair ‘CONCERTINA (PASS.)’.
25.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.09.1989 Repair ‘END COMPLETE’.
25.09.1989 Repair ‘SIDE BEARER’.
25.09.1989 Repair ‘VESTIBULE (PASS.)’.
11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.10.1989 Repair ‘BRANCH PIPE’.
23.10.1989 Repair ‘END BRAKE COCK’.
28.06.1990 Repair ‘END BRAKE COCK’.
28.06.1990 Repair ‘END HOSE’.
02.08.1990 Repair ‘END BRAKE COCK’.
15.11.1990 Repair ‘VEHICLE COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Repair ‘END COMPLETE’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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18.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘AXLEBOX’.
26.09.1991 Repair ‘END COMPLETE’.
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1991 Repair ‘BOGIE CLEARANCE’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1991 Repair ‘END COMPLETE’.
13.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1991 Repair ‘WHEEL SET’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘END BRAKE COCK’.
27.07.1993 Repair ‘END HOSE’.
27.07.1993 Repair ‘TRAIN PIPE (END)’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE CONTROL PIPE’.
15.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘BODY COMPLETE’.
16.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘BODY COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

2.247 Wagon classification starting with ‘ECC’

ECC 278

Details: wagon ‘ECC 278 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 40.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $89380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate‘
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Diagram Book Page No.: NS 99
Date Built: 05.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVDP;PLANT FITTERS ACCOMODATION
BSG Code: DSDZ

Capacity of 8 crew

Corporate ID flag: Y
Fleet Grp Code: AH PZ PF
Return to Service Date: 21.08.1991
Last Triple Valve: 16.08.1991
Last Single Car Test: 16.08.1991
Last Lift: 15.11.1985

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

21.05.1981 Alteration complete ‘RE-ARRANGEMENT OF GUARDS COMPARTMENT
FOR BRAKEVANS CLASS ‘AVDY’ & ‘AVLY‘. (09s81)’.

15.09.1981 Alteration complete ‘WINDOWS TO BE FITTED WITH FLYSCREENS.
(16s81)’.

18.05.1982 Alteration complete ‘INSTALLATION OF AIR CONDITIONING. (10s82)’.
14.02.1983 Alteration ‘FITTING OF GUSSETS TO BOLSTER ANCHOR BRACKETS.

(02s83)’.
15.01.1988 Alteration complete ‘RECLASSIFY AVDY TO AVDP - REFER RS4231

(RS3061)’. New class: ‘AVDP’.
18.06.1991 Alteration complete ‘CONVERT BRAKE VAN TO ACCOMODATION CAR

FOR PLANT FITTERS IN ACCORDANCE WITH ATTACHED INSTRUCTIONS.
RECLASSIFY ‘ECC 278’. AVDP278 (RS4610)’. New class: ‘ECC’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.08.1991 Repair ‘COUPLER COMPLETE’.
07.08.1991 Repair ‘END COMPLETE’.
07.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AVDP 278 K’
21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
21.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AVDP 278 K’

2.248 Wagon classification starting with ‘ED’

ED 22

01.12.1995 Repair ‘VEHICLE SOLD’.
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2.249 Wagon classification starting with ‘EE’

EE 1

12.08.1988 Reclassified from wagon ‘EE 1 B’ to ’ wagon ‘ZN 1 R’.

2.250 Wagon classification starting with ‘EF’

EF 190

Details: wagon ‘EF 190 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 05.07.1968
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
BSG Code: DSZZ

Capacity of 4 sleeping

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 12.11.1980

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

EF 191

Details: wagon ‘EF 191 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 07.08.1968
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
BSG Code: DSZZ

Capacity of 4 sleeping

Fleet Grp Code: AH PZ PB
Return to Service Date: 16.03.1994
Last Triple Valve: 16.03.1994
Last Single Car Test: 16.03.1994
Last Lift: 18.07.1977

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘AXLEBOX’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Repair ‘BOGIE CLEARANCE’.
27.02.1992 Repair ‘BOGIE SPRING’.
27.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.03.1994 Repair ‘VEHICLE COMPLETE’.

EF 192

Details: wagon ‘EF 192 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 14.08.1968
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
BSG Code: DSZZ
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Capacity of 4 sleeping

Fleet Grp Code: AH PB PZ
Return to Service Date: 23.11.1984
Last Lift: 11.08.1981

EF 194

Details: wagon ‘EF 194 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 05.08.1968
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
BSG Code: DSZZ

Capacity of 4 sleeping

Fleet Grp Code: AH PB PZ
Return to Service Date: 08.06.1983
Last Lift: 09.06.1980

EF 195

Details: wagon ‘EF 195 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 02.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
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BSG Code: DSZZ

Capacity of 4 sleeping

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.05.1985
Last Lift: 17.06.1972

EF 196

Details: wagon ‘EF 196 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 09.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
BSG Code: DSZZ

Capacity of 4 sleeping

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.04.1987
Last Lift: 05.03.1981

EF 197

Details: wagon ‘EF 197 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 32.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $60170
Diagram Book Page No.: NS 277
Date Built: 13.06.1968
Operating System: AN
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Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH WORKSHOP
BSG Code: DSZZ

Capacity of 4 sleeping

Fleet Grp Code: AH PZ PB
Return to Service Date: 21.07.1987
Last Lift: 03.11.1977

2.251 Wagon classification starting with ‘EG’

EG 347

Details: wagon ‘EG 347 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 34.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $90910
Date Built: 04.01.1972
Operating System: AN
Intended Use: GENERAL
Remarks: CME WORK VAN PT.AUGUSTA
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 25.02.1994
Last Lift: 16.05.1978

25.02.1994 Repair ‘COUPLER TRIGGER LEVER’.

2.252 Wagon classification starting with ‘EH’

EH 54

Details: wagon ‘EH 54 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 23.3m
Tare Weight: 46.4tonne
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2.253. Wagon classification starting with ‘EHG’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51200
Diagram Book Page No.: NN 23
Date Built: 20.12.1930
Operating System: AN
Intended Use: GENERAL
Remarks: EX NBRF 54;SLEEPING CAR WITH LOUNGE
BSG Code: DSDZ

Capacity of 20 sleeping

Fleet Grp Code: AH PZ PD
Return to Service Date: 26.05.1989
Last Single Car Test: 31.05.1989
Last Lift: 04.12.1981

2.253 Wagon classification starting with ‘EHG’

EHG 2409

Details: wagon ‘EHG 2409 C’ in AN ‘Mainland Division’.

Owner: 3801
Operator: D
Length Over Headstocks: 11.6m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1938
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: GUARDS VAN
BSG Code: BSSB

Capacity of 33 tonnes

2.254 Wagon classification starting with ‘EI’

EI 84

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

15.03.1988 Alteration ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL SPRINGS TO
EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
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COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

2.255 Wagon classification starting with ‘EJ’

EJ 405

Details: wagon ‘EJ 405 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 18.3m
Tare Weight: 29.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB D-19
Date Built: 01.01.1972
Operating System: AN
Intended Use: GENERAL
BSG Code: DSZZ

Capacity of 8 sleeping

Fleet Grp Code: AH
Return to Service Date: 25.08.1988

2.256 Wagon classification starting with ‘EMX’

EMX 23127

28.02.1989 Reclassified from wagon ‘EMX 23127 K’ to ’ wagon ‘NFMX 23127 W’.

2.257 Wagon classification starting with ‘ENA’

ENAV 1

Details: wagon ‘ENAV 1 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: E
Length Over Headstocks: 15m
Tare Weight: 21.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $17600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN D-27
Date Built: 01.01.1962
Operating System: AN
Intended Use: GENERAL
Remarks: ACCIDENT VAN
BSG Code: DEZZ

Capacity of 16 dining

Corporate ID flag: Y
Fleet Grp Code: OZ EX SR SV
Return to Service Date: 21.08.1987

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

ENAV 2

Details: wagon ‘ENAV 2 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: E
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $23900
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN B-10
Date Built: 24.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: ACCIDENT VAN
BSG Code: DEZZ

Capacity of 5.1 tonnes

Fleet Grp Code: EX OZ SR SV
Return to Service Date: 11.08.1988

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

18.08.1988 Alteration complete ‘RECLASSIFY ‘CGN 1 W’ TO ‘ENAV 2 E’ (RS4311)’.
New class: ‘ENAV’.

5217



2. TIMS GROUP INFORMATION - WAGONS

2.258 Wagon classification starting with ‘ENB’

ENBA 1

Details: wagon ‘ENBA 1 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 19.06.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD;ACCIDENT VAN
BSG Code: DEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ WG SR SV
Return to Service Date: 02.04.1985
Last Lift: 10.02.1978

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENBA 2

Details: wagon ‘ENBA 2 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
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Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD;ACCIDENT VAN
BSG Code: DEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WG OZ SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENBA 3

Details: wagon ‘ENBA 3 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD;ACCIDENT VAN
BSG Code: DEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WG OZ SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENBA 5

Details: wagon ‘ENBA 5 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 25.06.1953
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WG SR SV
Return to Service Date: 02.04.1985
Last Lift: 01.06.1979

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENBA 6

Details: wagon ‘ENBA 6 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
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Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Fleet Grp Code: WG SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.12.1986 Reclassified from wagon ‘ENBA 6 F’ to ’ wagon ‘ENHV 9 T’.

ENBA 7

Details: wagon ‘ENBA 7 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WG SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENBA 8

Details: wagon ‘ENBA 8 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Fleet Grp Code: WG SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.01.1987 Reclassified from wagon ‘ENBA 8 A’ to ’ wagon ‘ENHV 12 K’.

ENBA 10

12.12.1986 Reclassified from wagon ‘ENBA 10 F’ to ’ wagon ‘ENHV 8 K’.

ENBA 13

24.06.1987 Reclassified from wagon ‘ENBA 13 J’ to ’ wagon ‘ENHV 24 N’.

ENBA 14

Details: wagon ‘ENBA 14 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WG SR SV
Return to Service Date: 19.09.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

10.04.1987 Reclassified from wagon ‘ENBA 14 S’ to ’ wagon ‘ENHV 17 J’.

ENBA 15

24.04.1987 Reclassified from wagon ‘ENBA 15 E’ to ’ wagon ‘ENHV 18 S’.
29.07.1987 Reclassified from wagon ‘ENBA 15 E’ to ’ wagon ‘ENHV 29 M’.

ENBA 16

Details: wagon ‘ENBA 16 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ
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Capacity of 26.4 tonnes

Fleet Grp Code: AB WG SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENBA 19

29.07.1987 Reclassified from wagon ‘ENBA 19 R’ to ’ wagon ‘ENHV 28 D’.

ENBA 20

17.07.1987 Reclassified from wagon ‘ENBA 20 N’ to ’ wagon ‘ENHV 27 R’.

ENBA 21

12.01.1987 Reclassified from wagon ‘ENBA 21 W’ to ’ wagon ‘ENHV 13 T’.
28.05.1987 Reclassified from wagon ‘ENBA 21 W’ to ’ wagon ‘ENHV 22 S’.

ENBA 22

Details: wagon ‘ENBA 22 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WG SR SV
Return to Service Date: 02.04.1985
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENBA 23

01.07.1987 Reclassified from wagon ‘ENBA 23 R’ to ’ wagon ‘ENHV 25 W’.

ENBA 24

09.07.1987 Reclassified from wagon ‘ENBA 24 D’ to ’ wagon ‘ENHV 21 J’.

ENBA 25

31.07.1987 Reclassified from wagon ‘ENBA 25 M’ to ’ wagon ‘ENHV 30 X’.

ENBA 26

07.07.1987 Reclassified from wagon ‘ENBA 26 V’ to ’ wagon ‘ENHV 20 A’.

ENBA 27

Details: wagon ‘ENBA 27 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 07.12.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WG SR SV
Return to Service Date: 02.04.1985
Last Lift: 15.02.1979
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENBA 28

Details: wagon ‘ENBA 28 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 25.05.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Fleet Grp Code: WG SR SV
Return to Service Date: 02.04.1985
Last Lift: 22.05.1980

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.12.1986 Reclassified from wagon ‘ENBA 28 Q’ to ’ wagon ‘ENHV 14 F’.

ENBA 29

03.07.1987 Reclassified from wagon ‘ENBA 29 C’ to ’ wagon ‘ENHV 26 X’.

ENBA 30

Details: wagon ‘ENBA 30 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
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Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 75
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NVD
BSG Code: FEBZ

Capacity of 26.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WG SR SV
Return to Service Date: 02.04.1985

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

2.259 Wagon classification starting with ‘ENC’

ENCE 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENCE 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENCE 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENCE 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENCE 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENCE 6

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

2.260 Wagon classification starting with ‘ENF’

ENFB 1

Details: wagon ‘ENFB 1 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Date Built: 01.01.1900
Operating System: AN
Intended Use: GENERAL
Remarks: EX NRB 1115
BSG Code: DEFZ

Capacity of 28 tonnes

Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Single Car Test: 26.06.1992

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
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PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘END HOSE’.
05.07.1991 Repair ‘FLOOR COMPLETE’.
05.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BODY COMPLETE’.

ENFB 2

Details: wagon ‘ENFB 2 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Date Built: 01.01.1901
Operating System: AN
Intended Use: GENERAL
Remarks: EX NRB 886
BSG Code: DEFZ

Capacity of 28 tonnes

Fleet Grp Code: OZ SS SV
Return to Service Date: 22.03.1985

ENFL 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENFL 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENFL 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENFL 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENFR 1

Details: wagon ‘ENFR 1 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 12.11.1943
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 09.07.1991
Last Triple Valve: 09.07.1991
Last Single Car Test: 09.07.1991
Last Lift: 29.11.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
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CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE PULL ROD’.
09.07.1991 Repair ‘BRANCH PIPE’.
09.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.07.1991 Repair ‘SIDE BOARDS’.

ENFR 2

Details: wagon ‘ENFR 2 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 20.11.1943
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Single Car Test: 26.06.1992
Last Lift: 01.12.1978

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BEARERS’.

5231



2. TIMS GROUP INFORMATION - WAGONS

26.06.1991 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘YOKE COMPLETE’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BODY COMPLETE’.

ENFR 3

Details: wagon ‘ENFR 3 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 25.11.1943
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Due Triple Valve: 03.07.1992
Last Single Car Test: 12.06.1992
Last Lift: 04.07.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRANCH PIPE’.
03.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1991 Repair ‘END BRAKE COCK’.
03.07.1991 Repair ‘ISOLATING COCK’.
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03.07.1991 Repair ‘NYLON HOSE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘COUPLER COMPLETE’.
12.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.06.1992 Repair ‘YOKE COMPLETE’.

ENFR 4

Details: wagon ‘ENFR 4 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 01.02.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Single Car Test: 26.06.1992
Last Lift: 27.09.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

ENFR 5

Details: wagon ‘ENFR 5 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 26.02.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 03.02.1992
Last Single Car Test: 03.02.1992
Last Lift: 27.12.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘STEP’.
05.06.1991 Repair ‘WHEEL SET’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

ENFR 6

Details: wagon ‘ENFR 6 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 16.09.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 08.04.1992
Last Single Car Test: 08.04.1992
Last Lift: 17.10.1986

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘SIDE BEARER’.
08.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ENFR 7

Details: wagon ‘ENFR 7 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 27.09.1944
Operating System: AN
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Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Single Car Test: 26.06.1992
Last Lift: 27.03.1980

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘END BRAKE COCK’.
02.07.1991 Repair ‘NYLON HOSE’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BODY COMPLETE’.

ENFR 8

Details: wagon ‘ENFR 8 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 03.10.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

5236



2.260. Wagon classification starting with ‘ENF’

Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Triple Valve: 05.07.1991
Last Brake Cylinder: 05.07.1991
Last Single Car Test: 30.04.1992
Last Lift: 05.07.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRANCH PIPE’.
05.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1991 Repair ‘END BRAKE COCK’.
05.07.1991 Repair ‘NYLON HOSE’.
05.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘YOKE COMPLETE’.

ENFR 9

Details: wagon ‘ENFR 9 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 01.01.1947
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes
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Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Single Car Test: 26.06.1992
Last Lift: 03.07.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘HANDBRAKE HANDLE’.
01.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

ENFR 10

Details: wagon ‘ENFR 10 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 01.01.1947
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY
BSG Code: DEFR

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Last Single Car Test: 02.07.1991
Last Lift: 14.09.1979

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘END HOSE’.
02.07.1991 Repair ‘HANDBRAKE HANDLE’.
02.07.1991 Repair ‘NYLON HOSE’.
02.07.1991 Repair ‘STEP’.
02.07.1991 Repair ‘TRAIN PIPE’.

ENFR 11

Details: wagon ‘ENFR 11 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 80
Date Built: 06.02.1945
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF;RAIL RECOVERY END WAGON
BSG Code: DEFR

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 27.06.1996
Due Triple Valve: 01.07.1992
Last Triple Valve: 30.04.1992
Last Single Car Test: 30.04.1992
Last Lift: 05.09.1978

15.11.1984 Alteration complete ‘MODIFY ELEVEN (11) ‘NRF’ WAGONS TO SUIT
1067MM GAUGE OSCILLATION CONTROL BOGIES WHICH HAVE BEEN
CONVERTED TO ROLLER BEARINGS. NRF WAGONS 898 900 907 911 925 1039
1052 1063 1107 1121 1145. SITUATED AT PORT LINCOLN. (RS4003)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BOGIE SPRING’.
01.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.07.1991 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘END HOSE’.
01.07.1991 Repair ‘NYLON HOSE’.
01.07.1991 Repair ‘STEP’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
05.07.1991 Repair ‘STANCHION’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘YOKE COMPLETE’.

ENFR 14

Details: wagon ‘ENFR 14 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2330
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB D-13
Date Built: 26.06.1925
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX FRT
BSG Code: DEFR

Capacity of 25.4 tonnes

Fleet Grp Code: OZ SS SV
Return to Service Date: 27.08.1992
Due Triple Valve: 26.11.1988
Last Lift: 04.12.1986

29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1989 Repair ‘COUPLER KNUCKLE’.
29.07.1989 Repair ‘SIDE SILL’.
29.07.1989 Repair ‘STANCHION’.
29.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘FRT 14 X’
27.09.1989 Repair ‘SIDE STEP’.
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27.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘FRT 14 X’
11.12.1989 Repair ‘SIDE STEP’.
11.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘FRT 14 X’
20.08.1992 Alteration complete ‘RECLASSIFY FRT14 TO ENFR14G. (RS4724)’. New

class: ‘ENFR’.
27.08.1992 Repair ‘VEHICLE RECLASSIFY’.
27.08.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
27.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘FRT 14 X’
27.08.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘FRT 14 X’

2.261 Wagon classification starting with ‘ENH’

ENH 1

Details: wagon ‘ENH 1 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 20.02.1995
Due Triple Valve: 20.08.1992
Last Triple Valve: 12.03.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
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06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘CENTRE SILL’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFT GEAR POCKET’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
11.04.1991 Repair ‘SIDE SHEET’.
28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1992 Repair ‘BOGIE COMPLETE’.
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03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘DISCHARGE DOOR’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DOOR LOCK MECHANISM’.
03.01.1992 Repair ‘DOOR OPENING MECHANISM’.
03.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Repair ‘VEHICLE RETARE’.
03.01.1992 Repair ‘VEHICLE STENCILS’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘DOOR COMPLETE’.
12.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘TRAIN PIPE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DOOR COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BOGIE SPRING’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘COUPLER COMPLETE’.
19.04.1993 Repair ‘DOOR COMPLETE’.
19.04.1993 Repair ‘DOOR HINGES AND PINS’.
19.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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19.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘SIDE BEARER’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BODY COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘COUPLER KNUCKLE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1994 Repair ‘SIDE MEMBER’.
10.02.1994 Repair ‘TOP CENTRE PLATE’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘BRAKE BLOCK RB95’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
24.05.1994 Repair ‘DOOR COMPLETE’.
24.05.1994 Repair ‘DOOR HINGES AND PINS’.
24.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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24.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘BRAKE BLOCK RB95’.
22.06.1994 Repair ‘COUPLER COMPLETE’.
22.06.1994 Repair ‘DOOR COMPLETE’.
22.06.1994 Repair ‘DOOR HINGES AND PINS’.
22.06.1994 Repair ‘DOOR LOCK MECHANISM’.
22.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1994 Repair ‘TOP CENTRE PLATE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BRAKE BLOCK RB95’.
20.07.1994 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘DOOR COMPLETE’.
20.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR HINGES AND PINS’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘SIDE BOARDS’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘DOOR COMPLETE’.
08.11.1994 Repair ‘SIDE MEMBER’.
08.11.1994 Repair ‘TOP CENTRE PLATE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘BRAKE BLOCK RB95’.
06.12.1994 Repair ‘DOOR COMPLETE’.
06.12.1994 Repair ‘SIDE SHEET’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1995 Repair ‘DOOR COMPLETE’.
04.01.1995 Repair ‘SIDE SHEET’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘BRAKE BLOCK RB95’.
23.01.1995 Repair ‘DOOR COMPLETE’.
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23.01.1995 Repair ‘SIDE MEMBER’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1995 Repair ‘DOOR COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 2

Details: wagon ‘ENH 2 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 04.06.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 01.02.1995
Due Triple Valve: 24.06.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 31.08.1972

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘DOOR OPENING MECHANISM’.
01.02.1991 Repair ‘END SHEETING’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK OTHER’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
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03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘HANDRAILS’.
03.06.1991 Repair ‘HANDRAILS END’.
03.06.1991 Repair ‘LADDER’.
03.06.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘SLOPE SHEET’.
03.06.1991 Repair ‘STEP’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BOLSTER’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘UNDERFRAME COMPLETE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘DISCHARGE DOOR’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
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21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘SIDE SHEET’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK OTHER’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DOOR HINGES AND PINS’.
07.04.1993 Repair ‘DOOR LOCK MECHANISM’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BODY COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE LEVER’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘DOOR COMPLETE’.
23.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1993 Repair ‘SIDE BEARER’.
23.07.1993 Repair ‘UNDERFRAME COMPLETE’.
23.07.1993 Repair ‘YOKE COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
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09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘DOOR COMPLETE’.
02.03.1994 Repair ‘DOOR HINGES AND PINS’.
02.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘BRAKE BLOCK RB95’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘DOOR COMPLETE’.
02.05.1994 Repair ‘DOOR HINGES AND PINS’.
02.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
27.05.1994 Repair ‘BRAKE BLOCK RB95’.
27.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘DOOR COMPLETE’.
27.05.1994 Repair ‘DOOR HINGES AND PINS’.
27.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘DOOR COMPLETE’.
24.06.1994 Repair ‘DOOR HINGES AND PINS’.
24.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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24.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘DOOR COMPLETE’.
25.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE SHEET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘DOOR COMPLETE’.
02.11.1994 Repair ‘SIDE MEMBER’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘DOOR COMPLETE’.
28.11.1994 Repair ‘SIDE MEMBER’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1994 Repair ‘BRAKE BLOCK RB95’.
16.12.1994 Repair ‘DOOR COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1995 Repair ‘DOOR COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 3

Details: wagon ‘ENH 3 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
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BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 09.03.1995
Due Triple Valve: 24.06.1995
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 09.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘DOOR HINGES AND PINS’.
26.02.1991 Repair ‘DOOR LOCK MECHANISM’.
26.02.1991 Repair ‘DOOR OPENING MECHANISM’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BODY COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘CARD OR CLIP HOLDER’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘LADDER’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘SLOPE SHEET’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘STRIKING CASTING’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘LASHING POINT’.
16.07.1991 Repair ‘SIDE MEMBER’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DOOR OPENING MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
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28.02.1992 Repair ‘DOOR COMPLETE’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘DOOR HINGES AND PINS’.
21.05.1992 Repair ‘DOOR OPENING MECHANISM’.
21.05.1992 Repair ‘DOOR SEAL’.
21.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘DOOR LOCK MECHANISM’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘END BRAKE COCK’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Repair ‘TRAIN PIPE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘DOOR COMPLETE’.
03.08.1993 Repair ‘DOOR HINGES AND PINS’.
03.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
03.08.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Repair ‘WEAR PLATES & SADDLES’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1994 Repair ‘BOGIE COMPLETE’.
30.05.1994 Repair ‘BRAKE BLOCK RB95’.
30.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.05.1994 Repair ‘COUPLER COMPLETE’.
30.05.1994 Repair ‘DOOR COMPLETE’.
30.05.1994 Repair ‘DOOR HINGES AND PINS’.
30.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
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29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BODY COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘BRAKE BLOCK RB95’.
29.06.1994 Repair ‘BRAKE LEVER’.
29.06.1994 Repair ‘DOOR COMPLETE’.
29.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘BRAKE BLOCK RB95’.
29.07.1994 Repair ‘BRAKE LEVER’.
29.07.1994 Repair ‘DOOR COMPLETE’.
29.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1994 Repair ‘SIDE BEARER’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘SIDE SHEET’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘DOOR COMPLETE’.
02.11.1994 Repair ‘SIDE MEMBER’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘DOOR COMPLETE’.
29.11.1994 Repair ‘SIDE MEMBER’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘DOOR COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 4

Details: wagon ‘ENH 4 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Last Triple Valve: 05.08.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BOLSTER’.
14.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BOGIE FRICTION WEDGE’.
14.02.1991 Repair ‘BOGIE SIDEFRAME’.
14.02.1991 Repair ‘BOGIE SPRING’.
14.02.1991 Repair ‘BOGIE SPRING’.
14.02.1991 Repair ‘BOGIE WEAR PLATES’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Repair ‘SIDE BEARER’.
14.02.1991 Repair ‘TOP CENTRE PLATE’.
14.02.1991 Repair ‘WHEEL SET’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
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23.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRANCH PIPE’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.12.1991 Repair ‘COUPLER COMPLETE’.
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16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘DOOR HINGES AND PINS’.
16.12.1991 Repair ‘DOOR LOCK MECHANISM’.
16.12.1991 Repair ‘DOOR OPENING MECHANISM’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘VEHICLE RETARE’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘BRAKE PULL ROD’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR HINGES AND PINS’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BODY COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BOGIE COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘DOOR COMPLETE’.
10.08.1993 Repair ‘DOOR HINGES AND PINS’.
10.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1993 Repair ‘SIDE BEARER’.
10.08.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.

5260



2.261. Wagon classification starting with ‘ENH’

08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘YOKE COMPLETE’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘BRAKE LEVER’.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘DOOR COMPLETE’.
07.03.1994 Repair ‘DOOR HINGES AND PINS’.
07.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.03.1994 Repair ‘SIDE MEMBER’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘DOOR COMPLETE’.
08.04.1994 Repair ‘DOOR HINGES AND PINS’.
08.04.1994 Repair ‘DOOR OPENING MECHANISM’.
08.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘BRAKE BLOCK RB95’.
30.06.1994 Repair ‘BRAKE LEVER’.
30.06.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘DOOR COMPLETE’.
30.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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30.06.1994 Repair ‘SIDE BOARDS’.
30.06.1994 Repair ‘YOKE COMPLETE’.
01.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1994 Repair ‘BRAKE BLOCK RB95’.
01.08.1994 Repair ‘BRAKE LEVER’.
01.08.1994 Repair ‘BRANCH PIPE’.
01.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.08.1994 Repair ‘DIRT COLLECTORS/STRAINERS’.
01.08.1994 Repair ‘DOOR COMPLETE’.
01.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1994 Repair ‘ISOLATING COCK’.
01.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE SHEET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘DISCHARGE DOOR’.
08.12.1994 Repair ‘DOOR COMPLETE’.
08.12.1994 Repair ‘END SHEETING’.
08.12.1994 Repair ‘SIDE BEARER’.
08.12.1994 Repair ‘SIDE SHEET’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1995 Repair ‘DOOR COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 5

Details: wagon ‘ENH 5 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 24.01.1995
Due Triple Valve: 06.10.1995
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘BRAKE LEVER’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1991 Repair ‘BRAKE LEVER’.
08.07.1991 Repair ‘DOOR OPENING MECHANISM’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
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30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Repair ‘TOP CENTRE PLATE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘SIDE MEMBER’.
14.08.1992 Repair ‘SIDE SHEET’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘SIDE SHEET’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘YOKE COMPLETE’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘DOOR COMPLETE’.
07.03.1994 Repair ‘DOOR HINGES AND PINS’.
07.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BODY COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DOOR COMPLETE’.
07.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1994 Repair ‘SIDE BEARER’.
07.04.1994 Repair ‘YOKE COMPLETE’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE BLOCK RB95’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘DOOR COMPLETE’.
12.05.1994 Repair ‘DOOR HINGES AND PINS’.
12.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1994 Repair ‘BOGIE COMPLETE’.
10.06.1994 Repair ‘BRAKE BLOCK RB95’.
10.06.1994 Repair ‘COUPLER COMPLETE’.
10.06.1994 Repair ‘DOOR COMPLETE’.
10.06.1994 Repair ‘DOOR HINGES AND PINS’.
10.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘BODY COMPLETE’.
11.07.1994 Repair ‘BOGIE COMPLETE’.
11.07.1994 Repair ‘BRAKE BLOCK RB95’.
11.07.1994 Repair ‘BRAKE LEVER’.
11.07.1994 Repair ‘COUPLER COMPLETE’.
11.07.1994 Repair ‘DOOR COMPLETE’.
11.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1994 Repair ‘UNDERFRAME COMPLETE’.
11.07.1994 Repair ‘YOKE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.10.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘DOOR COMPLETE’.
25.10.1994 Repair ‘END SHEETING’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘DOOR COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘DOOR COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘HANDRAILS END’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 6

Details: wagon ‘ENH 6 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 24.02.1995
Due Triple Valve: 24.01.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
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PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.01.1991 Repair ‘DOOR HINGES AND PINS’.
24.01.1991 Repair ‘DOOR HINGES AND PINS’.
24.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1991 Repair ‘SIDE BOARDS’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE PIN’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘DISCHARGE DOOR’.
09.05.1991 Repair ‘DOOR HINGES AND PINS’.
09.05.1991 Repair ‘DOOR LOCK MECHANISM’.
09.05.1991 Repair ‘DOOR OPENING MECHANISM’.
09.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘END HOSE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
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18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘DISCHARGE DOOR’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘DOOR OPENING MECHANISM’.
17.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘DOOR HINGES AND PINS’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘ISOLATING COCK’.
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17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DOOR HINGES AND PINS’.
29.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BODY COMPLETE’.
19.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘BRAKE LEVER’.
19.07.1993 Repair ‘COUPLER COMPLETE’.
19.07.1993 Repair ‘DOOR COMPLETE’.
19.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1993 Repair ‘SIDE BEARER’.
19.07.1993 Repair ‘TRAIN PIPE’.
19.07.1993 Repair ‘YOKE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘END SHEETING’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE MEMBER’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘DOOR COMPLETE’.
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02.03.1994 Repair ‘DOOR HINGES AND PINS’.
02.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘YOKE COMPLETE’.
05.05.1994 Repair ‘YOKE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1994 Repair ‘BODY COMPLETE’.
12.07.1994 Repair ‘BOGIE COMPLETE’.
12.07.1994 Repair ‘BRAKE BLOCK RB95’.
12.07.1994 Repair ‘BRAKE LEVER’.
12.07.1994 Repair ‘COUPLER COMPLETE’.
12.07.1994 Repair ‘DOOR COMPLETE’.
12.07.1994 Repair ‘END BRAKE COCK’.
12.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘SIDE BEARER’.
12.07.1994 Repair ‘TRAIN PIPE’.
12.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘DOOR COMPLETE’.
26.10.1994 Repair ‘DOOR OPENING MECHANISM’.
26.10.1994 Repair ‘DOOR OPENING MECHANISM’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘BRAKE LEVER’.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘SIDE SHEET’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1995 Repair ‘DOOR COMPLETE’.
24.02.1995 Repair ‘SIDE MEMBER’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 7

Details: wagon ‘ENH 7 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 30.01.1995
Last Triple Valve: 23.09.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 06.06.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘END FRAME MEMBER’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘DISCHARGE DOOR’.
09.05.1991 Repair ‘DOOR HINGES AND PINS’.
09.05.1991 Repair ‘DOOR LOCK MECHANISM’.
09.05.1991 Repair ‘DOOR OPENING MECHANISM’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
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28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘DOOR COMPLETE’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘SIDE SHEET’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
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13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DOOR HINGES AND PINS’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR HINGES AND PINS’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.08.1993 Repair ‘BOGIE WEAR PLATES’.
17.08.1993 Repair ‘BRAKE BLOCK RB101’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Repair ‘COUPLER COMPLETE’.
17.08.1993 Repair ‘DOOR COMPLETE’.
17.08.1993 Repair ‘DOOR HINGES AND PINS’.
17.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRANCH PIPE’.
12.01.1994 Repair ‘BRANCH PIPE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
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12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘ISOLATING COCK’.
12.01.1994 Repair ‘ISOLATING COCK’.
12.01.1994 Repair ‘TRAIN PIPE’.
12.01.1994 Repair ‘TRAIN PIPE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1994 Repair ‘BOGIE COMPLETE’.
25.02.1994 Repair ‘BRAKE BLOCK RB95’.
25.02.1994 Repair ‘BRAKE LEVER’.
25.02.1994 Repair ‘COUPLER COMPLETE’.
25.02.1994 Repair ‘DOOR COMPLETE’.
25.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1994 Repair ‘SIDE COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BODY COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘BRAKE LEVER’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘DOOR COMPLETE’.
27.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘SIDE BEARER’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘DOOR COMPLETE’.
23.05.1994 Repair ‘DOOR HINGES AND PINS’.
23.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1994 Repair ‘END BRAKE COCK’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.06.1994 Repair ‘BODY COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘BRAKE LEVER’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1994 Repair ‘UNDERFRAME COMPLETE’.
24.06.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BOGIE COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘BRANCH PIPE’.
23.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.09.1994 Repair ‘COUPLER COMPLETE’.
23.09.1994 Repair ‘COUPLER KNUCKLE’.
23.09.1994 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘END BRAKE COCK’.
23.09.1994 Repair ‘ISOLATING COCK’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE BEARER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘YOKE PIN’.
19.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1994 Repair ‘DOOR COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1994 Repair ‘DOOR COMPLETE’.
18.11.1994 Repair ‘SIDE MEMBER’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘BRAKE BLOCK RB95’.
19.12.1994 Repair ‘BRAKE LEVER’.
19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘DOOR LOCK MECHANISM’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
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ENH 8

Details: wagon ‘ENH 8 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 03.03.1995
Last Triple Valve: 30.03.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 03.03.1995
Last Lift: 07.04.1975

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘DISCHARGE DOOR’.
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29.04.1991 Repair ‘DOOR HINGES AND PINS’.
29.04.1991 Repair ‘DOOR LOCK MECHANISM’.
29.04.1991 Repair ‘DOOR OPENING MECHANISM’.
29.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘BRAKE PULL ROD’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘DOOR COMPLETE’.
15.09.1992 Repair ‘DOOR OPENING MECHANISM’.
15.09.1992 Repair ‘FLOOR SUPPORT’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK OTHER’.
10.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DOOR LOCK MECHANISM’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘DOOR SEAL’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRAKE BLOCK RB95’.
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01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘DOOR COMPLETE’.
01.04.1993 Repair ‘DOOR HINGES AND PINS’.
01.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1993 Repair ‘SIDE SHEET’.
01.04.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘SIDE BEARER’.
12.01.1994 Repair ‘TOP CENTRE PLATE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘DOOR HINGES AND PINS’.
10.02.1994 Repair ‘ISOLATING COCK’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1994 Repair ‘BODY COMPLETE’.
18.04.1994 Repair ‘BOGIE COMPLETE’.
18.04.1994 Repair ‘BRAKE BLOCK RB95’.
18.04.1994 Repair ‘COUPLER COMPLETE’.
18.04.1994 Repair ‘DOOR COMPLETE’.
18.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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18.04.1994 Repair ‘SIDE BEARER’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘DOOR COMPLETE’.
23.05.1994 Repair ‘DOOR HINGES AND PINS’.
23.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘BRAKE BLOCK RB95’.
22.06.1994 Repair ‘COUPLER COMPLETE’.
22.06.1994 Repair ‘DOOR COMPLETE’.
22.06.1994 Repair ‘DOOR HINGES AND PINS’.
22.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BRAKE BLOCK RB95’.
20.07.1994 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘DOOR COMPLETE’.
20.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘BRAKE BLOCK RB95’.
25.10.1994 Repair ‘DOOR COMPLETE’.
25.10.1994 Repair ‘SIDE MEMBER’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1994 Repair ‘DOOR COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘DOOR COMPLETE’.
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30.01.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1995 Repair ‘DOOR COMPLETE’.
03.03.1995 Repair ‘DOOR HINGES AND PINS’.
03.03.1995 Repair ‘SIDE MEMBER’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 9

Details: wagon ‘ENH 9 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Due Triple Valve: 05.03.1992
Last Triple Valve: 23.09.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 27.09.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘BRAKE BLOCK RB101’.
01.02.1991 Repair ‘DOOR OPENING MECHANISM’.
01.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
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26.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.02.1991 Repair ‘DOOR HINGES AND PINS’.
26.02.1991 Repair ‘DOOR LOCK MECHANISM’.
26.02.1991 Repair ‘DOOR OPENING MECHANISM’.
26.02.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.02.1991 Repair ‘END BRAKE COCK’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BODY COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘CARD OR CLIP HOLDER’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘SLOPE SHEET’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘STRIKING CASTING’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
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14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DOOR OPENING MECHANISM’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE LEVER’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘DOOR OPENING MECHANISM’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘VEHICLE RETARE’.
17.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BRAKE BLOCK RB95’.
02.12.1992 Repair ‘BRAKE LEVER’.
02.12.1992 Repair ‘SIDE BEARER’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘SIDE SHEET’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BRAKE BLOCK RB95’.
06.08.1993 Repair ‘COUPLER COMPLETE’.
06.08.1993 Repair ‘DOOR COMPLETE’.
06.08.1993 Repair ‘DOOR HINGES AND PINS’.
06.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
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12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘ISOLATING COCK’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BODY COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘COUPLER COMPLETE’.
17.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.02.1994 Repair ‘SIDE BEARER’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘DOOR COMPLETE’.
24.03.1994 Repair ‘DOOR HINGES AND PINS’.
24.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1994 Repair ‘BODY COMPLETE’.
18.04.1994 Repair ‘BOGIE COMPLETE’.
18.04.1994 Repair ‘BRAKE BLOCK RB95’.
18.04.1994 Repair ‘COUPLER COMPLETE’.
18.04.1994 Repair ‘DOOR COMPLETE’.
18.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1994 Repair ‘SIDE BEARER’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘DOOR COMPLETE’.
23.05.1994 Repair ‘DOOR HINGES AND PINS’.
23.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1994 Repair ‘BOGIE COMPLETE’.
06.06.1994 Repair ‘BRAKE BLOCK RB95’.
06.06.1994 Repair ‘COUPLER COMPLETE’.
06.06.1994 Repair ‘DOOR COMPLETE’.
06.06.1994 Repair ‘DOOR HINGES AND PINS’.
06.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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06.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BODY COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘BRAKE LEVER’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘DOOR COMPLETE’.
05.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1994 Repair ‘UNDERFRAME COMPLETE’.
05.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘BRANCH PIPE’.
23.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘END SHEETING’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1994 Repair ‘BRAKE BLOCK RB95’.
12.12.1994 Repair ‘DOOR COMPLETE’.
12.12.1994 Repair ‘DOOR OPENING MECHANISM’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1995 Repair ‘DOOR COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘BRAKE BLOCK RB95’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 10

Details: wagon ‘ENH 10 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 06.03.1995
Due Triple Valve: 26.02.1992
Last Triple Valve: 02.08.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995
Last Lift: 06.02.1976

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1991 Repair ‘BRAKE BLOCK RB101’.
24.01.1991 Repair ‘DOOR HINGES AND PINS’.
24.01.1991 Repair ‘DOOR HINGES AND PINS’.
24.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1991 Repair ‘SIDE BOARDS’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
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23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRANCH PIPE’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR HINGES AND PINS’.
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19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE SPRING’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘CENTRE SILL’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘ISOLATING COCK’.
12.01.1994 Repair ‘SIDE BEARER’.
12.01.1994 Repair ‘SIDE SHEET’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
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21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘BRAKE BLOCK RB95’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘DOOR COMPLETE’.
19.05.1994 Repair ‘DOOR HINGES AND PINS’.
19.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BRAKE BLOCK RB95’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘DOOR COMPLETE’.
20.06.1994 Repair ‘DOOR HINGES AND PINS’.
20.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BRAKE BLOCK RB95’.
20.07.1994 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘DOOR COMPLETE’.
20.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE SHEET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1994 Repair ‘DOOR COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘DOOR COMPLETE’.
23.11.1994 Repair ‘SIDE BEARER’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘DOOR COMPLETE’.
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05.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BRAKE BLOCK RB95’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1995 Repair ‘BRAKE BLOCK RB95’.
06.03.1995 Repair ‘BRAKE LEVER’.
06.03.1995 Repair ‘DOOR COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 11

Details: wagon ‘ENH 11 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Last Triple Valve: 05.08.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
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06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘DOOR HINGES AND PINS’.
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘TOP CENTRE PLATE’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB101’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BOLSTER’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR SEAL’.
01.09.1992 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DOOR HINGES AND PINS’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
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30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘DOOR COMPLETE’.
30.07.1993 Repair ‘DOOR HINGES AND PINS’.
30.07.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1994 Repair ‘DOOR COMPLETE’.
07.01.1994 Repair ‘DOOR HINGES AND PINS’.
07.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘WEAR PLATES & SADDLES’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE LEVER’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘SIDE COMPLETE’.
07.02.1994 Repair ‘YOKE COMPLETE’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘BRAKE BLOCK RB95’.
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22.02.1994 Repair ‘BRAKE LEVER’.
22.02.1994 Repair ‘COUPLER COMPLETE’.
22.02.1994 Repair ‘COUPLER COMPLETE’.
22.02.1994 Repair ‘DOOR COMPLETE’.
22.02.1994 Repair ‘END SHEETING’.
22.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1994 Repair ‘UNDERFRAME COMPLETE’.
22.02.1994 Repair ‘YOKE COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘BRAKE BLOCK RB95’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
02.06.1994 Repair ‘DOOR COMPLETE’.
02.06.1994 Repair ‘DOOR HINGES AND PINS’.
02.06.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1994 Repair ‘SIDE MEMBER’.
02.06.1994 Repair ‘SIDE SHEET’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BODY COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘DOOR COMPLETE’.
05.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1994 Repair ‘UNDERFRAME COMPLETE’.
05.07.1994 Repair ‘YOKE COMPLETE’.
15.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1994 Repair ‘BODY COMPLETE’.
15.07.1994 Repair ‘BOGIE COMPLETE’.
15.07.1994 Repair ‘BRAKE BLOCK RB95’.
15.07.1994 Repair ‘COUPLER COMPLETE’.
15.07.1994 Repair ‘DOOR COMPLETE’.
15.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1994 Repair ‘UNDERFRAME COMPLETE’.
15.07.1994 Repair ‘YOKE COMPLETE’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1994 Repair ‘BRANCH PIPE’.
02.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1994 Repair ‘DOOR COMPLETE’.
02.08.1994 Repair ‘ISOLATING COCK’.
02.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1994 Repair ‘SIDE MEMBER’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
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11.10.1994 Repair ‘END SHEETING’.
11.10.1994 Repair ‘SIDE MEMBER’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘SIDE BEARER’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1994 Repair ‘BRAKE BLOCK RB95’.
09.12.1994 Repair ‘DISCHARGE DOOR’.
09.12.1994 Repair ‘DOOR COMPLETE’.
09.12.1994 Repair ‘END SHEETING’.
09.12.1994 Repair ‘SIDE BEARER’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 12

Details: wagon ‘ENH 12 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 09.03.1995
Last Triple Valve: 30.07.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 09.03.1995
Last Lift: 21.08.1972
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘BRAKE LEVER’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘DOOR HINGES AND PINS’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1991 Repair ‘STRIKING CASTING’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
28.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE BEARERS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Repair ‘TOP CENTRE PLATE’.
09.10.1991 Repair ‘WEAR PLATES & SADDLES’.
09.10.1991 Repair ‘YOKE CARRIER’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
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12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘DOOR OPENING MECHANISM’.
22.07.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.07.1992 Repair ‘SIDE BEARER’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘COUPLER COMPLETE’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘YOKE COMPLETE’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘DOOR COMPLETE’.
07.03.1994 Repair ‘DOOR HINGES AND PINS’.
07.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BODY COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘BRAKE LEVER’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DOOR COMPLETE’.
07.04.1994 Repair ‘DOOR HINGES AND PINS’.
07.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1994 Repair ‘SIDE BEARER’.
07.04.1994 Repair ‘YOKE COMPLETE’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE BLOCK RB95’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘DOOR COMPLETE’.
12.05.1994 Repair ‘DOOR HINGES AND PINS’.
12.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1994 Repair ‘SIDE MEMBER’.
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17.06.1994 Repair ‘SIDE SHEET’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE SHEET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘DOOR COMPLETE’.
28.10.1994 Repair ‘SIDE MEMBER’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘DOOR COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘DOOR COMPLETE’.
09.01.1995 Repair ‘SIDE MEMBER’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘DOOR COMPLETE’.
09.03.1995 Repair ‘SIDE BEARER’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 13

Details: wagon ‘ENH 13 A’ in AN ‘Eyre Peninsula Division’.

Owner: N
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 23.10.1969
Operating System: AN
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Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 24.02.1995
Last Triple Valve: 13.07.1994
Last Single Car Test: 27.02.1995
Last Lift: 25.07.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR HINGES AND PINS’.
08.04.1991 Repair ‘DOOR LOCK MECHANISM’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1991 Repair ‘SIDE BEARER’.
08.04.1991 Repair ‘STEP’.
08.04.1991 Repair ‘TOP CENTRE PLATE’.
08.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Repair ‘SIDE SHEET’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
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22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BODY COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COUPLER COMPLETE’.
11.09.1991 Repair ‘DOOR COMPLETE’.
11.09.1991 Repair ‘DRAFT GEAR POCKET’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
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06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘COUPLER COMPLETE’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BEARERS’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘SIDE BEARER’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DISCHARGE DOOR’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BODY COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘YOKE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BODY COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
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22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘UNDERFRAME COMPLETE’.
22.07.1993 Repair ‘YOKE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR LOCK MECHANISM’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘YOKE COMPLETE’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘BRAKE BLOCK RB95’.
06.07.1994 Repair ‘BRAKE LEVER’.
06.07.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.07.1994 Repair ‘COUPLER COMPLETE’.
06.07.1994 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1994 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1994 Repair ‘DOOR COMPLETE’.
06.07.1994 Repair ‘DRAFT GEAR POCKET’.
06.07.1994 Repair ‘END BRAKE COCK’.
06.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1994 Repair ‘ISOLATING COCK’.
06.07.1994 Repair ‘SIDE MEMBER’.
06.07.1994 Repair ‘STEP’.
06.07.1994 Repair ‘TRAIN PIPE (END)’.
06.07.1994 Repair ‘UNDERFRAME COMPLETE’.
06.07.1994 Repair ‘WEAR PLATES & SADDLES’.
06.07.1994 Repair ‘YOKE COMPLETE’.
06.07.1994 Repair ‘YOKE COMPLETE’.
06.07.1994 Repair ‘YOKE FOLLOWER’.
06.07.1994 Repair ‘YOKE PIN’.
06.07.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘SIDE MEMBER’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘DOOR COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.11.1994 Repair ‘DOOR COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘DOOR COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘DOOR COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1995 Repair ‘DOOR COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 14

Details: wagon ‘ENH 14 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 23.01.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 12.12.1975

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BEARERS’.
01.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘BOGIE FRICTION WEDGE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘DISCHARGE DOOR’.
09.04.1991 Repair ‘DOOR HINGES AND PINS’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘DOOR OPENING MECHANISM’.
09.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘WHEEL SET’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BEARERS’.
23.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.10.1991 Repair ‘BOGIE WEAR PLATES’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
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23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DOOR OPENING MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘WHEEL SET’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
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30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘SIDE COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DOOR LOCK MECHANISM’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘DOOR COMPLETE’.
03.08.1993 Repair ‘DOOR HINGES AND PINS’.
03.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
03.08.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Repair ‘WEAR PLATES & SADDLES’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘FLOOR SHEETING’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘BRAKE BLOCK RB95’.
01.03.1994 Repair ‘COUPLER COMPLETE’.
01.03.1994 Repair ‘DOOR COMPLETE’.
01.03.1994 Repair ‘DOOR HINGES AND PINS’.
01.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘SIDE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.07.1994 Repair ‘BODY COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘BRAKE BLOCK RB95’.
07.07.1994 Repair ‘DOOR COMPLETE’.
07.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR COVERING’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘DOOR COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘SIDE MEMBER’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘SIDE MEMBER’.
03.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1995 Repair ‘DOOR COMPLETE’.
03.01.1995 Repair ‘DOOR LOCK MECHANISM’.
03.01.1995 Repair ‘SIDE MEMBER’.
03.01.1995 Repair ‘TRAIN PIPE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘DOOR COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 15

Details: wagon ‘ENH 15 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
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Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 21.01.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 06.08.1975

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘FLOOR SHEETING’.
14.02.1991 Repair ‘FLOOR SHEETING’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.06.1991 Repair ‘CARD OR CLIP HOLDER’.
05.06.1991 Repair ‘DOOR COVERING’.
05.06.1991 Repair ‘SIDE SHEET’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1991 Repair ‘BRAKE LEVER’.
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02.07.1991 Repair ‘DOOR OPENING MECHANISM’.
02.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Repair ‘WEAR PLATES & SADDLES’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1992 Repair ‘BOGIE COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘VEHICLE RETARE’.
03.01.1992 Repair ‘VEHICLE STENCILS’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘BRANCH PIPE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘END HOSE’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘SIDE BEARER’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘SIDE SHEET’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE BLOCK RB95’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DOOR COMPLETE’.
18.03.1993 Repair ‘DOOR HINGES AND PINS’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘BRAKE BLOCK RB95’.
30.06.1993 Repair ‘COUPLER COMPLETE’.
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30.06.1993 Repair ‘DOOR COMPLETE’.
30.06.1993 Repair ‘DOOR HINGES AND PINS’.
30.06.1993 Repair ‘DOOR OPENING MECHANISM’.
30.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BOGIE SPRING’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘YOKE COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BODY COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘DOOR COMPLETE’.
28.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1994 Repair ‘BOGIE COMPLETE’.
04.04.1994 Repair ‘BRAKE BLOCK RB95’.
04.04.1994 Repair ‘COUPLER COMPLETE’.
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04.04.1994 Repair ‘DOOR COMPLETE’.
04.04.1994 Repair ‘DOOR HINGES AND PINS’.
04.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1994 Repair ‘BODY COMPLETE’.
12.07.1994 Repair ‘BOGIE COMPLETE’.
12.07.1994 Repair ‘BRAKE BLOCK RB95’.
12.07.1994 Repair ‘BRAKE LEVER’.
12.07.1994 Repair ‘COUPLER COMPLETE’.
12.07.1994 Repair ‘DOOR COMPLETE’.
12.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘UNDERFRAME COMPLETE’.
12.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘END BRAKE COCK’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1994 Repair ‘DOOR COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘BOGIE COMPLETE’.
22.11.1994 Repair ‘DOOR COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.12.1994 Repair ‘DOOR COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘BRAKE BLOCK RB95’.
18.01.1995 Repair ‘BRAKE LEVER’.
18.01.1995 Repair ‘DOOR COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1995 Repair ‘DOOR COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 16

Details: wagon ‘ENH 16 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Last Triple Valve: 05.08.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995
Last Lift: 08.03.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘BRAKE BLOCK RB101’.
01.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.02.1991 Repair ‘DOOR OPENING MECHANISM’.
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01.02.1991 Repair ‘END SHEETING’.
01.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1991 Repair ‘BRAKE LEVER’.
27.06.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE PIN’.
25.09.1991 Repair ‘BRAKE PULL ROD’.
25.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1991 Repair ‘CARD OR CLIP HOLDER’.
25.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘DOOR HINGES AND PINS’.
25.09.1991 Repair ‘DOOR HINGES AND PINS’.
25.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.09.1991 Repair ‘FLOOR COMPLETE’.
25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘UNDERFRAME COMPLETE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘DOOR COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
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13.11.1992 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE BLOCK OTHER’.
08.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.03.1993 Repair ‘BRAKE LEVER’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘DOOR COMPLETE’.
08.03.1993 Repair ‘DOOR HINGES AND PINS’.
08.03.1993 Repair ‘DOOR LOCK MECHANISM’.
08.03.1993 Repair ‘DOOR OPENING MECHANISM’.
08.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1993 Repair ‘SIDE BEARER’.
08.03.1993 Repair ‘STEP’.
08.03.1993 Repair ‘TOP CENTRE PLATE’.
08.03.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘COUPLER COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.10.1993 Repair ‘DOOR COMPLETE’.
25.10.1993 Repair ‘DOOR HINGES AND PINS’.
25.10.1993 Repair ‘DRAFT GEAR POCKET’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1993 Repair ‘SIDE BEARER’.
25.10.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Repair ‘WEAR PLATES & SADDLES’.
25.10.1993 Repair ‘YOKE CARRIER’.
25.10.1993 Repair ‘YOKE COMPLETE’.
25.10.1993 Repair ‘YOKE FOLLOWER’.
25.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE LEVER’.
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12.01.1994 Repair ‘BRAKE LEVER’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR SEAL’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1994 Repair ‘BODY COMPLETE’.
25.02.1994 Repair ‘BOGIE COMPLETE’.
25.02.1994 Repair ‘BRAKE BLOCK RB95’.
25.02.1994 Repair ‘COUPLER COMPLETE’.
25.02.1994 Repair ‘DOOR COMPLETE’.
25.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1994 Repair ‘SIDE BEARER’.
25.02.1994 Repair ‘SIDE COMPLETE’.
25.02.1994 Repair ‘YOKE COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BODY COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘BRAKE LEVER’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘DOOR COMPLETE’.
27.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘SIDE BEARER’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘BRAKE BLOCK RB95’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DOOR COMPLETE’.
31.05.1994 Repair ‘DOOR HINGES AND PINS’.
31.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BODY COMPLETE’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘BRAKE BLOCK RB95’.
01.07.1994 Repair ‘BRAKE LEVER’.
01.07.1994 Repair ‘DOOR COMPLETE’.
01.07.1994 Repair ‘DOOR HINGES AND PINS’.
01.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1994 Repair ‘SIDE MEMBER’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.08.1994 Repair ‘BRAKE BLOCK RB95’.
04.08.1994 Repair ‘BRAKE LEVER’.
04.08.1994 Repair ‘BRANCH PIPE’.
04.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.08.1994 Repair ‘DOOR COMPLETE’.
04.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1994 Repair ‘ISOLATING COCK’.
04.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘SIDE MEMBER’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘DOOR COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1994 Repair ‘BRAKE PULL ROD’.
14.12.1994 Repair ‘DISCHARGE DOOR’.
14.12.1994 Repair ‘DOOR COMPLETE’.
14.12.1994 Repair ‘DOOR COVERING’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1995 Repair ‘DOOR COMPLETE’.
10.01.1995 Repair ‘DOOR OPENING MECHANISM’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘BRAKE BLOCK RB95’.
14.02.1995 Repair ‘BRAKE LEVER’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 17

Details: wagon ‘ENH 17 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
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Date Built: 28.10.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 06.03.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 26.07.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE BEARERS’.
18.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.02.1991 Repair ‘DISCHARGE DOOR’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1991 Repair ‘STEP’.
18.02.1991 Repair ‘TOP CENTRE PLATE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘DISCHARGE DOOR’.
23.04.1991 Repair ‘DOOR HINGES AND PINS’.
23.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BOLSTER’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
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30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1991 Repair ‘BRAKE BLOCK RB95’.
23.09.1991 Repair ‘DOOR COMPLETE’.
23.09.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘UNDERFRAME COMPLETE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘DOOR OPENING MECHANISM’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘VEHICLE RETARE’.
17.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1992 Repair ‘SIDE MEMBER’.
13.11.1992 Repair ‘SIDE SHEET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BODY COMPLETE’.
29.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
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29.06.1993 Repair ‘BRAKE LEVER’.
29.06.1993 Repair ‘BRANCH PIPE’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DRAFT GEAR POCKET’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘SIDE BEARER’.
29.06.1993 Repair ‘TRAIN PIPE’.
29.06.1993 Repair ‘YOKE COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BODY COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘DOOR COMPLETE’.
28.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1994 Repair ‘UNDERFRAME COMPLETE’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE BEARERS’.
21.03.1994 Repair ‘BRAKE BLOCK RB95’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘DOOR COMPLETE’.
21.03.1994 Repair ‘DOOR HINGES AND PINS’.
21.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1994 Repair ‘SIDE BEARER’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BODY COMPLETE’.
13.04.1994 Repair ‘BOGIE BEARERS’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘BRAKE LEVER’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘SIDE BEARER’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE BEARERS’.
06.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BRAKE BLOCK RB95’.
06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1994 Repair ‘BOGIE COMPLETE’.
09.06.1994 Repair ‘BRAKE BLOCK RB95’.
09.06.1994 Repair ‘COUPLER COMPLETE’.
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09.06.1994 Repair ‘DOOR COMPLETE’.
09.06.1994 Repair ‘DOOR HINGES AND PINS’.
09.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘BRAKE BLOCK RB95’.
07.07.1994 Repair ‘DOOR COMPLETE’.
07.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘DOOR COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1994 Repair ‘DOOR COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘BRAKE LEVER’.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1995 Repair ‘DOOR COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1995 Repair ‘DOOR COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 18

Details: wagon ‘ENH 18 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 20.02.1995
Due Triple Valve: 08.12.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 02.11.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘DOOR HINGES AND PINS’.
26.02.1991 Repair ‘DOOR LOCK MECHANISM’.
26.02.1991 Repair ‘DOOR OPENING MECHANISM’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BODY COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘CARD OR CLIP HOLDER’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘LADDER’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘SLOPE SHEET’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘STRIKING CASTING’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BOGIE SPRING’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘SIDE BEARER’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘SIDE SHEET’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BODY COMPLETE’.
23.10.1991 Repair ‘BOGIE BEARERS’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘DOOR COMPLETE’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘SIDE BEARER’.
23.10.1991 Repair ‘SIDE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘DISCHARGE DOOR’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DOOR LOCK MECHANISM’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘DOOR COMPLETE’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘SIDE BEARER’.
21.05.1992 Repair ‘WHEEL SET’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘DISCHARGE DOOR’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
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19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR LOCK MECHANISM’.
19.03.1993 Repair ‘DOOR OPENING MECHANISM’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘WEAR PLATES & SADDLES’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BODY COMPLETE’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘BRANCH PIPE’.
26.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.05.1993 Repair ‘COUPLER COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.05.1993 Repair ‘DOOR COMPLETE’.
26.05.1993 Repair ‘DRAFT GEAR POCKET’.
26.05.1993 Repair ‘DRAFT GEAR POCKET’.
26.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.05.1993 Repair ‘ISOLATING COCK’.
26.05.1993 Repair ‘SIDE BEARER’.
26.05.1993 Repair ‘TRAIN PIPE’.
26.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1993 Repair ‘WEAR PLATES & SADDLES’.
26.05.1993 Repair ‘YOKE CARRIER’.
26.05.1993 Repair ‘YOKE COMPLETE’.
26.05.1993 Repair ‘YOKE FOLLOWER’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘DOOR COMPLETE’.
02.03.1994 Repair ‘DOOR HINGES AND PINS’.
02.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘DOOR COMPLETE’.
08.04.1994 Repair ‘DOOR HINGES AND PINS’.
08.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1994 Repair ‘SIDE SHEET’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.

5334



2.261. Wagon classification starting with ‘ENH’

11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘BRAKE BLOCK RB95’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘DOOR COMPLETE’.
11.05.1994 Repair ‘DOOR HINGES AND PINS’.
11.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘YOKE COMPLETE’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DOOR COMPLETE’.
15.06.1994 Repair ‘DOOR HINGES AND PINS’.
15.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1994 Repair ‘BRAKE BLOCK RB95’.
15.07.1994 Repair ‘BRAKE LEVER’.
15.07.1994 Repair ‘DOOR COMPLETE’.
15.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1994 Repair ‘SIDE MEMBER’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1994 Repair ‘BOGIE COMPLETE’.
18.10.1994 Repair ‘BRAKE BLOCK RB95’.
18.10.1994 Repair ‘DOOR COMPLETE’.
18.10.1994 Repair ‘SIDE BEARER’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.11.1994 Repair ‘DOOR COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘BRAKE BLOCK RB95’.
19.12.1994 Repair ‘BRAKE LEVER’.
19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘SIDE BEARER’.
19.12.1994 Repair ‘SIDE SHEET’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1995 Repair ‘DOOR COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 19

Details: wagon ‘ENH 19 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 24.02.1995
Last Triple Valve: 30.03.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 18.01.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1991 Repair ‘COUPLER COMPLETE’.
04.03.1991 Repair ‘DISCHARGE DOOR’.
04.03.1991 Repair ‘DOOR LOCK MECHANISM’.
04.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.03.1991 Repair ‘END COMPLETE’.
04.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1991 Repair ‘SIDE MEMBER’.
04.03.1991 Repair ‘SIDE SHEET’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘DISCHARGE DOOR’.
23.04.1991 Repair ‘DOOR HINGES AND PINS’.
23.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1991 Repair ‘SIDE BEARER’.
23.04.1991 Repair ‘TOP CENTRE PLATE’.
23.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.04.1991 Repair ‘WHEEL SET’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.11.1991 Repair ‘BODY COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.11.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BOGIE SIDEFRAME’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘SIDE BEARER’.
01.09.1992 Repair ‘SIDE SHEET’.
01.09.1992 Repair ‘STEP’.
01.09.1992 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR SEAL’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE BLOCK RB95’.
03.02.1994 Repair ‘BRAKE LEVER’.
03.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘DOOR COMPLETE’.
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03.02.1994 Repair ‘ISOLATING COCK’.
03.02.1994 Repair ‘SIDE COMPLETE’.
03.02.1994 Repair ‘UNDERFRAME COMPLETE’.
03.02.1994 Repair ‘YOKE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘EMPTY LOAD VALVE’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
12.04.1994 Repair ‘BRAKE LEVER’.
12.04.1994 Repair ‘BRAKE PIN’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BODY COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘DOOR COMPLETE’.
05.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1994 Repair ‘UNDERFRAME COMPLETE’.
03.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1994 Repair ‘BRAKE BLOCK RB95’.
03.08.1994 Repair ‘BRAKE LEVER’.
03.08.1994 Repair ‘DOOR COMPLETE’.
03.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
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23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘DOOR COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘DOOR COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1995 Repair ‘DOOR COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 20

Details: wagon ‘ENH 20 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 08.03.1995
Last Triple Valve: 15.07.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 09.03.1995
Last Lift: 02.09.1974
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR LOCK MECHANISM’.
01.05.1991 Repair ‘DOOR OPENING MECHANISM’.
01.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘TOP CENTRE PLATE’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1991 Repair ‘ADJUST BRAKES’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE SHOE’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
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18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘SIDE BOARDS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
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05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘DOOR OPENING MECHANISM’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DOOR HINGES AND PINS’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘DOOR LOCK MECHANISM’.
21.04.1993 Repair ‘DOOR OPENING MECHANISM’.
21.04.1993 Repair ‘DOOR SEAL’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
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09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘BRAKE BLOCK RB95’.
14.07.1994 Repair ‘BRAKE LEVER’.
14.07.1994 Repair ‘BRANCH PIPE’.
14.07.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.07.1994 Repair ‘COUPLER COMPLETE’.
14.07.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.07.1994 Repair ‘ISOLATING COCK’.
14.07.1994 Repair ‘SIDE MEMBER’.
14.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘DOOR COMPLETE’.
26.10.1994 Repair ‘SIDE BEARER’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1995 Repair ‘DOOR COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
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08.03.1995 Repair ‘BRAKE LEVER’.
08.03.1995 Repair ‘BRAKE SPREADER & HANGERS’.
08.03.1995 Repair ‘DOOR COMPLETE’.
08.03.1995 Repair ‘SIDE BEARER’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 21

Details: wagon ‘ENH 21 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 06.02.1995
Due Triple Valve: 27.03.1992
Last Triple Valve: 14.02.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 16.05.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘DISCHARGE DOOR’.
29.04.1991 Repair ‘DOOR HINGES AND PINS’.
29.04.1991 Repair ‘DOOR LOCK MECHANISM’.
29.04.1991 Repair ‘DOOR OPENING MECHANISM’.
29.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
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28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘DOOR COMPLETE’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘STEP’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘DOOR SEAL’.
22.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.07.1992 Repair ‘WHEEL SET’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘DOOR COMPLETE’.
30.07.1993 Repair ‘DOOR HINGES AND PINS’.
30.07.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Repair ‘COUPLER COMPLETE’.
17.08.1993 Repair ‘DOOR COMPLETE’.
17.08.1993 Repair ‘DOOR HINGES AND PINS’.
17.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘END BRAKE COCK’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.02.1994 Repair ‘ISOLATING COCK’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘DOOR COMPLETE’.
16.03.1994 Repair ‘DOOR HINGES AND PINS’.
16.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE BEARERS’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE BLOCK RB95’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘DOOR COMPLETE’.
21.06.1994 Repair ‘DOOR HINGES AND PINS’.
21.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1994 Repair ‘BRAKE BLOCK RB95’.
26.07.1994 Repair ‘BRAKE LEVER’.
26.07.1994 Repair ‘DOOR COMPLETE’.
26.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘DOOR COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘DOOR COMPLETE’.
28.11.1994 Repair ‘SIDE MEMBER’.
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28.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 22

Details: wagon ‘ENH 22 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 18.01.1995
Due Triple Valve: 28.06.1990
Last Triple Valve: 02.08.1991
Last Brake Cylinder: 28.06.1989
Last Single Car Test: 27.02.1995
Last Lift: 14.03.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
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27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
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07.01.1992 Repair ‘DOOR LOCK MECHANISM’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DOOR HINGES AND PINS’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘DOOR OPENING MECHANISM’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1992 Repair ‘SIDE SHEET’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘DOOR LOCK MECHANISM’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘DOOR SEAL’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘YOKE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘SIDE COMPLETE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BRAKE BLOCK RB95’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘DOOR COMPLETE’.
03.05.1994 Repair ‘DOOR HINGES AND PINS’.
03.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
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08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘BODY COMPLETE’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘BRAKE PULL ROD’.
04.07.1994 Repair ‘DOOR COMPLETE’.
04.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘END FRAME MEMBER’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1994 Repair ‘DOOR COMPLETE’.
12.12.1994 Repair ‘DOOR HINGES AND PINS’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘DOOR COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 23

Details: wagon ‘ENH 23 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 28.08.1968
Operating System: AN
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Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 07.03.1995
Due Triple Valve: 26.02.1992
Last Triple Valve: 06.10.1994
Last Brake Cylinder: 06.10.1994
Last Single Car Test: 07.03.1995
Last Lift: 04.06.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Repair ‘BRAKE PIN’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘DOOR HINGES AND PINS’.
11.04.1991 Repair ‘DOOR LOCK MECHANISM’.
11.04.1991 Repair ‘DOOR OPENING MECHANISM’.
11.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1991 Repair ‘SIDE BEARER’.
11.04.1991 Repair ‘SIDE SHEET’.
11.04.1991 Repair ‘WHEEL SET’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1991 Repair ‘SIDE BEARER’.
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19.06.1991 Repair ‘TOP CENTRE PLATE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
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07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘TRAIN PIPE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE SIDEFRAME’.
01.09.1992 Repair ‘BOGIE WEAR PLATES’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘BRAKE PIN’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘SIDE SHEET’.
01.09.1992 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DOOR SEAL’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR HINGES AND PINS’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘DOOR COMPLETE’.
16.03.1994 Repair ‘DOOR HINGES AND PINS’.
16.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1994 Repair ‘BODY COMPLETE’.
23.04.1994 Repair ‘BOGIE COMPLETE’.
23.04.1994 Repair ‘BRAKE BLOCK RB95’.
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23.04.1994 Repair ‘COUPLER COMPLETE’.
23.04.1994 Repair ‘DOOR COMPLETE’.
23.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1994 Repair ‘SIDE BEARER’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘DOOR COMPLETE’.
16.06.1994 Repair ‘DOOR HINGES AND PINS’.
16.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.10.1994 Repair ‘COUPLER COMPLETE’.
06.10.1994 Repair ‘COUPLER KNUCKLE’.
06.10.1994 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘ISOLATING COCK’.
06.10.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘WEAR PLATES & SADDLES’.
06.10.1994 Repair ‘YOKE CARRIER’.
06.10.1994 Repair ‘YOKE COMPLETE’.
06.10.1994 Repair ‘YOKE PIN’.
06.10.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
19.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1994 Repair ‘BRAKE BLOCK RB95’.
19.10.1994 Repair ‘BRAKE PIN’.
19.10.1994 Repair ‘DOOR COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1994 Repair ‘DOOR COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘SIDE MEMBER’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1995 Repair ‘DOOR COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 24

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENH 25

Details: wagon ‘ENH 25 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 02.01.1995
Last Triple Valve: 24.06.1994
Last Brake Cylinder: 19.03.1993
Last Single Car Test: 24.02.1995
Last Lift: 02.11.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Repair ‘SIDE STEP’.
14.02.1991 Repair ‘STEP’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘DOOR OPENING MECHANISM’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BOGIE SPRING’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
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12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘DOOR HINGES AND PINS’.
16.12.1991 Repair ‘DOOR LOCK MECHANISM’.
16.12.1991 Repair ‘DOOR OPENING MECHANISM’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘VEHICLE RETARE’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
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13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘HANDBRAKE HANDLE’.
19.03.1993 Repair ‘HOSE FITTINGS’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BODY COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘DOOR COMPLETE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘SIDE BEARER’.
20.07.1993 Repair ‘UNDERFRAME COMPLETE’.
20.07.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘END SHEETING’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
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28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE LEVER’.
28.02.1994 Repair ‘DOOR COMPLETE’.
28.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1994 Repair ‘SIDE COMPLETE’.
28.02.1994 Repair ‘UNDERFRAME COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘BRAKE BLOCK RB95’.
25.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘DOOR COMPLETE’.
25.05.1994 Repair ‘DOOR HINGES AND PINS’.
25.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.05.1994 Repair ‘ISOLATING COCK’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1994 Repair ‘BODY COMPLETE’.
23.06.1994 Repair ‘BOGIE COMPLETE’.
23.06.1994 Repair ‘BRAKE BLOCK RB95’.
23.06.1994 Repair ‘BRAKE LEVER’.
23.06.1994 Repair ‘COUPLER COMPLETE’.
23.06.1994 Repair ‘COUPLER KNUCKLE SPRING’.
23.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1994 Repair ‘UNDERFRAME COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BODY COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘BRAKE LEVER’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1994 Repair ‘YOKE COMPLETE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘SIDE MEMBER’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.11.1994 Repair ‘DOOR COMPLETE’.
18.11.1994 Repair ‘SIDE MEMBER’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘BRAKE BLOCK RB95’.
19.12.1994 Repair ‘BRAKE LEVER’.
19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘DOOR LOCK MECHANISM’.
19.12.1994 Repair ‘SIDE SHEET’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1995 Repair ‘DOOR COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 26

Details: wagon ‘ENH 26 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 21.01.1995
Last Triple Valve: 13.07.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 07.08.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
11.02.1991 Repair ‘END SHEETING’.
11.02.1991 Repair ‘SIDE BEARER’.
11.02.1991 Repair ‘TOP CENTRE PLATE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘SIDE MEMBER’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
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26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘REFRIGERATION & AIR CON’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BODY COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BOGIE WEAR PLATES’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘WHEEL SET’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘COUPLER COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
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13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK OTHER’.
07.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘DOOR LOCK MECHANISM’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘DOOR COMPLETE’.
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07.03.1994 Repair ‘DOOR HINGES AND PINS’.
07.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.03.1994 Repair ‘END SHEETING’.
07.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1994 Repair ‘ISOLATING COCK’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1994 Repair ‘BODY COMPLETE’.
10.07.1994 Repair ‘BOGIE COMPLETE’.
10.07.1994 Repair ‘BRAKE BLOCK RB95’.
10.07.1994 Repair ‘BRAKE LEVER’.
10.07.1994 Repair ‘BRANCH PIPE’.
10.07.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.07.1994 Repair ‘COUPLER COMPLETE’.
10.07.1994 Repair ‘COUPLER KNUCKLE’.
10.07.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1994 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1994 Repair ‘DOOR COMPLETE’.
10.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1994 Repair ‘ISOLATING COCK’.
10.07.1994 Repair ‘SIDE BEARER’.
10.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1994 Repair ‘UNDERFRAME COMPLETE’.
10.07.1994 Repair ‘WEAR PLATES & SADDLES’.
10.07.1994 Repair ‘YOKE COMPLETE’.
10.07.1994 Repair ‘YOKE FOLLOWER’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR OPENING MECHANISM’.
23.09.1994 Repair ‘END HOSE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BOGIE COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘SIDE BEARER’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘DOOR COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1994 Repair ‘BRAKE BLOCK RB95’.
13.12.1994 Repair ‘DOOR COMPLETE’.
13.12.1994 Repair ‘DOOR COVERING’.
13.12.1994 Repair ‘DOOR OPENING MECHANISM’.
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13.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘DOOR COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1995 Repair ‘DOOR COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 27

Details: wagon ‘ENH 27 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 02.03.1995
Due Triple Valve: 22.04.1993
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 03.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘DOOR HINGES AND PINS’.
21.01.1991 Repair ‘SIDE BEARER’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
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01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR LOCK MECHANISM’.
01.05.1991 Repair ‘DOOR OPENING MECHANISM’.
01.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DISCHARGE DOOR’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1992 Repair ‘BOGIE COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘VEHICLE RETARE’.
03.01.1992 Repair ‘VEHICLE STENCILS’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘DOOR COMPLETE’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
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31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
21.05.1992 Repair ‘DOOR HINGES AND PINS’.
21.05.1992 Repair ‘DOOR LOCK MECHANISM’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘DISCHARGE DOOR’.
18.06.1992 Repair ‘DOOR COMPLETE’.
18.06.1992 Repair ‘DOOR SEAL’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE STABILISORS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
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19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR LOCK MECHANISM’.
19.03.1993 Repair ‘DOOR OPENING MECHANISM’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘DOOR COMPLETE’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘DOOR COMPLETE’.
02.08.1993 Repair ‘DOOR HINGES AND PINS’.
02.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1993 Repair ‘SIDE BEARER’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
24.02.1994 Repair ‘BRAKE BLOCK RB95’.
24.02.1994 Repair ‘BRAKE LEVER’.
24.02.1994 Repair ‘COUPLER COMPLETE’.
24.02.1994 Repair ‘DOOR COMPLETE’.
24.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.02.1994 Repair ‘SIDE MEMBER’.
24.02.1994 Repair ‘YOKE COMPLETE’.
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18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘DOOR COMPLETE’.
18.05.1994 Repair ‘DOOR HINGES AND PINS’.
18.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BRAKE BLOCK RB95’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘DOOR HINGES AND PINS’.
20.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1994 Repair ‘HITCH COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘BOGIE COMPLETE’.
14.07.1994 Repair ‘BRAKE BLOCK RB95’.
14.07.1994 Repair ‘BRAKE LEVER’.
14.07.1994 Repair ‘DOOR COMPLETE’.
14.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1994 Repair ‘SIDE BEARER’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BRAKE BLOCK RB95’.
26.10.1994 Repair ‘DOOR COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.02.1995 Repair ‘DOOR COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1995 Repair ‘DOOR COMPLETE’.
02.03.1995 Repair ‘SIDE BEARER’.
02.03.1995 Repair ‘TOP CENTRE PLATE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 28

Details: wagon ‘ENH 28 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 07.03.1995
Last Triple Valve: 14.02.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘SIDE MEMBER’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘COUPLER COMPLETE’.
02.04.1993 Repair ‘DOOR COMPLETE’.
02.04.1993 Repair ‘DOOR HINGES AND PINS’.
02.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘DOOR OPENING MECHANISM’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DOOR LOCK MECHANISM’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.02.1994 Repair ‘ISOLATING COCK’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘DOOR COMPLETE’.
16.03.1994 Repair ‘DOOR HINGES AND PINS’.
16.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘DOOR HINGES AND PINS’.
17.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘TOP CENTRE PLATE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE BEARER’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.10.1994 Repair ‘DOOR COMPLETE’.
28.10.1994 Repair ‘END FRAME MEMBER’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1994 Repair ‘DOOR COMPLETE’.
30.11.1994 Repair ‘EMPTY LOAD VALVE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1995 Repair ‘BOGIE COMPLETE’.
07.03.1995 Repair ‘DOOR COMPLETE’.
07.03.1995 Repair ‘SIDE BEARER’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 29

Details: wagon ‘ENH 29 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 03.03.1995
Due Triple Valve: 27.03.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 06.03.1995
Last Lift: 30.11.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
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PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘DISCHARGE DOOR’.
30.04.1991 Repair ‘DOOR HINGES AND PINS’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘DOOR OPENING MECHANISM’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘DOOR LOCK MECHANISM’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
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12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘SIDE COMPLETE’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE BLOCK RB95’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DOOR COMPLETE’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1992 Repair ‘SIDE BEARER’.
03.03.1992 Repair ‘TOP CENTRE PLATE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DOOR COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE SHEET’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
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13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR SEAL’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HANDBRAKE HANDLE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DOOR HINGES AND PINS’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘DOOR COMPLETE’.
28.06.1993 Repair ‘DOOR HINGES AND PINS’.
28.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘BRAKE BLOCK RB95’.
18.03.1994 Repair ‘COUPLER COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘DOOR HINGES AND PINS’.
18.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘BRAKE LEVER’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘DOOR COMPLETE’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1994 Repair ‘SIDE BEARER’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘DOOR COMPLETE’.
18.05.1994 Repair ‘DOOR HINGES AND PINS’.
18.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BRAKE BLOCK RB95’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘DOOR COMPLETE’.
20.06.1994 Repair ‘DOOR HINGES AND PINS’.
20.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1994 Repair ‘WEAR PLATES & SADDLES’.
20.06.1994 Repair ‘YOKE CARRIER’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘BRAKE LEVER’.
25.07.1994 Repair ‘DOOR COMPLETE’.
25.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR OPENING MECHANISM’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1994 Repair ‘DOOR COMPLETE’.
07.11.1994 Repair ‘SIDE MEMBER’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘DOOR COMPLETE’.
05.12.1994 Repair ‘SIDE MEMBER’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘DOOR COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1995 Repair ‘DOOR COMPLETE’.
03.03.1995 Repair ‘DOOR HINGES AND PINS’.
03.03.1995 Repair ‘SIDE BEARER’.
03.03.1995 Repair ‘SIDE SHEET’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 30

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENH 31

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENH 32

Details: wagon ‘ENH 32 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
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Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 23.01.1995
Last Triple Valve: 09.02.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 12.11.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘CENTRE SILL’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘DRAFT GEAR POCKET’.
05.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.03.1991 Repair ‘END COMPLETE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1991 Repair ‘SIDE COMPLETE’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘DOOR HINGES AND PINS’.
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
28.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
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30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘END COMPLETE’.
09.10.1991 Repair ‘END HOSE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘SIDE BEARER’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘COUPLER COMPLETE’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘DOOR OPENING MECHANISM’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BODY COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘SIDE BEARER’.
22.07.1993 Repair ‘TOP CENTRE PLATE’.
22.07.1993 Repair ‘UNDERFRAME COMPLETE’.
22.07.1993 Repair ‘YOKE COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘DOOR COMPLETE’.
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24.08.1993 Repair ‘DOOR HINGES AND PINS’.
24.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘SIDE BOARDS’.
14.02.1994 Repair ‘YOKE COMPLETE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘DOOR COMPLETE’.
15.03.1994 Repair ‘DOOR HINGES AND PINS’.
15.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1994 Repair ‘SIDE MEMBER’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘BRAKE LEVER’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘DOOR COMPLETE’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE BLOCK RB95’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘DOOR COMPLETE’.
12.05.1994 Repair ‘DOOR HINGES AND PINS’.
12.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
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15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DOOR COMPLETE’.
15.06.1994 Repair ‘DOOR HINGES AND PINS’.
15.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘BOGIE COMPLETE’.
14.07.1994 Repair ‘BRAKE BLOCK RB95’.
14.07.1994 Repair ‘COUPLER COMPLETE’.
14.07.1994 Repair ‘DOOR COMPLETE’.
14.07.1994 Repair ‘DOOR SEAL’.
14.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR OPENING MECHANISM’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1994 Repair ‘DOOR COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1994 Repair ‘BRAKE BLOCK RB95’.
23.12.1994 Repair ‘BRAKE LEVER’.
23.12.1994 Repair ‘DOOR COMPLETE’.
23.12.1994 Repair ‘SIDE SHEET’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘DOOR COMPLETE’.
23.01.1995 Repair ‘HANDRAILS END’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 33

Details: wagon ‘ENH 33 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 14.06.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 20.02.1995
Last Triple Valve: 05.08.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995
Last Lift: 10.10.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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22.04.1991 Repair ‘END HOSE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘WHEEL SET’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘SIDE BEARER’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘SIDE BEARER’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘SIDE COMPLETE’.
18.06.1992 Repair ‘DOOR COMPLETE’.
18.06.1992 Repair ‘DOOR SEAL’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR OPENING MECHANISM’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK OTHER’.
10.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK RB95’.
17.04.1993 Repair ‘DOOR COMPLETE’.
17.04.1993 Repair ‘DOOR HINGES AND PINS’.
17.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.04.1993 Repair ‘END BRAKE COCK’.
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17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1993 Repair ‘WEAR PLATES & SADDLES’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BODY COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
07.01.1994 Repair ‘DOOR COMPLETE’.
07.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1994 Repair ‘SIDE BEARER’.
07.01.1994 Repair ‘UNDERFRAME COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘DOOR COMPLETE’.
02.03.1994 Repair ‘DOOR HINGES AND PINS’.
02.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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02.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘SIDE BEARER’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BODY COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘DOOR COMPLETE’.
05.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1994 Repair ‘UNDERFRAME COMPLETE’.
05.07.1994 Repair ‘YOKE COMPLETE’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BRAKE BLOCK RB95’.
04.08.1994 Repair ‘BRAKE LEVER’.
04.08.1994 Repair ‘BRANCH PIPE’.
04.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.08.1994 Repair ‘DOOR COMPLETE’.
04.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1994 Repair ‘ISOLATING COCK’.
04.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘COUPLER COMPLETE’.
23.09.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘DOOR COMPLETE’.
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11.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1994 Repair ‘DOOR COMPLETE’.
14.12.1994 Repair ‘DOOR COVERING’.
14.12.1994 Repair ‘DOOR OPENING MECHANISM’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘DOOR COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1995 Repair ‘DOOR COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 34

Details: wagon ‘ENH 34 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 13.02.1995
Due Triple Valve: 05.03.1992
Last Triple Valve: 31.03.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 24.09.1971

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
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22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.02.1991 Repair ‘DOOR HINGES AND PINS’.
22.02.1991 Repair ‘DOOR LOCK MECHANISM’.
22.02.1991 Repair ‘DOOR OPENING MECHANISM’.
22.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1991 Repair ‘SIDE SHEET’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘DISCHARGE DOOR’.
09.04.1991 Repair ‘DOOR HINGES AND PINS’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘DOOR OPENING MECHANISM’.
09.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘WHEEL SET’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1991 Repair ‘BRAKE LEVER’.
08.07.1991 Repair ‘DOOR OPENING MECHANISM’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘DOOR HINGES AND PINS’.
16.12.1991 Repair ‘DOOR LOCK MECHANISM’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘VEHICLE RETARE’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘HITCH COMPLETE’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘DOOR COMPLETE’.
12.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
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30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR HINGES AND PINS’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DOOR HINGES AND PINS’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
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12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘SIDE COMPLETE’.
12.01.1994 Repair ‘SIDE SHEET’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘DOOR HINGES AND PINS’.
10.02.1994 Repair ‘ISOLATING COCK’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘BRAKE LEVER’.
20.04.1994 Repair ‘COUPLER COMPLETE’.
20.04.1994 Repair ‘DOOR COMPLETE’.
20.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1994 Repair ‘SIDE BEARER’.
20.04.1994 Repair ‘SIDE MEMBER’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BRAKE BLOCK RB95’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DOOR COMPLETE’.
26.05.1994 Repair ‘DOOR HINGES AND PINS’.
26.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘BRAKE BLOCK RB95’.
01.07.1994 Repair ‘BRAKE LEVER’.
01.07.1994 Repair ‘COUPLER COMPLETE’.
01.07.1994 Repair ‘DOOR COMPLETE’.
01.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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01.07.1994 Repair ‘UNDERFRAME COMPLETE’.
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘BRAKE BLOCK RB95’.
28.07.1994 Repair ‘BRAKE LEVER’.
28.07.1994 Repair ‘COUPLER KNUCKLE’.
28.07.1994 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1994 Repair ‘DOOR COMPLETE’.
28.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘DOOR COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘BRAKE BLOCK RB95’.
06.12.1994 Repair ‘DOOR COMPLETE’.
06.12.1994 Repair ‘SIDE MEMBER’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1995 Repair ‘BRAKE BLOCK RB95’.
12.01.1995 Repair ‘BRAKE LEVER’.
12.01.1995 Repair ‘DOOR COMPLETE’.
12.01.1995 Repair ‘DOOR OPENING MECHANISM’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1995 Repair ‘DOOR COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 35

Details: wagon ‘ENH 35 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 01.02.1995
Last Triple Valve: 08.02.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 03.01.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘END SHEETING’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFT GEAR POCKET’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘YOKE COMPLETE’.
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07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BODY COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.11.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘COUPLER COMPLETE’.
15.09.1992 Repair ‘DOOR COMPLETE’.
15.09.1992 Repair ‘DOOR OPENING MECHANISM’.
15.09.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘SIDE SHEET’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘COUPLER COMPLETE’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DISCHARGE DOOR’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK OTHER’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB95’.
19.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.08.1993 Repair ‘COUPLER COMPLETE’.
19.08.1993 Repair ‘DOOR COMPLETE’.
19.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.08.1993 Repair ‘END BRAKE COCK’.
19.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1993 Repair ‘ISOLATING COCK’.
19.08.1993 Repair ‘SIDE MEMBER’.
19.08.1993 Repair ‘TRAIN PIPE (END)’.
19.08.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB101’.
08.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘SIDE BEARER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BODY COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘YOKE COMPLETE’.
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BOGIE COMPLETE’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘COUPLER COMPLETE’.
25.03.1994 Repair ‘DOOR COMPLETE’.
25.03.1994 Repair ‘DOOR HINGES AND PINS’.
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25.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE BEARERS’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘BRAKE LEVER’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘DOOR COMPLETE’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1994 Repair ‘SIDE BEARER’.
14.04.1994 Repair ‘SIDE MEMBER’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘DOOR HINGES AND PINS’.
17.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BRAKE BLOCK RB95’.
20.07.1994 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘DOOR COMPLETE’.
20.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE SHEET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1994 Repair ‘DOOR COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
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05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘DOOR COMPLETE’.
05.12.1994 Repair ‘SIDE MEMBER’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1995 Repair ‘BRAKE BLOCK RB95’.
04.01.1995 Repair ‘BRAKE LEVER’.
04.01.1995 Repair ‘DOOR COMPLETE’.
04.01.1995 Repair ‘END SHEETING’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1995 Repair ‘BRAKE BLOCK RB95’.
01.02.1995 Repair ‘DOOR COMPLETE’.
01.02.1995 Repair ‘SIDE MEMBER’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 36

Details: wagon ‘ENH 36 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 04.02.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 07.03.1995
Last Triple Valve: 06.03.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995
Last Lift: 11.04.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘CENTRE SILL’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFT GEAR POCKET’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘TOP CENTRE PLATE’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE SHOE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘BRAKE PIN’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DISCHARGE DOOR’.
19.06.1991 Repair ‘DOOR HINGES AND PINS’.
19.06.1991 Repair ‘DOOR LOCK MECHANISM’.
19.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
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07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘DOOR LOCK MECHANISM’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘DOOR SEAL’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BRAKE BLOCK RB95’.
15.04.1993 Repair ‘BRAKE LEVER’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘WEAR PLATES & SADDLES’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DOOR OPENING MECHANISM’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘ISOLATING COCK’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BODY COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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20.07.1993 Repair ‘UNDERFRAME COMPLETE’.
20.07.1993 Repair ‘YOKE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘SIDE MEMBER’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘ISOLATING COCK’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘DOOR COMPLETE’.
16.03.1994 Repair ‘DOOR HINGES AND PINS’.
16.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
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13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘DOOR COMPLETE’.
16.06.1994 Repair ‘DOOR HINGES AND PINS’.
16.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BRAKE BLOCK RB95’.
19.07.1994 Repair ‘BRAKE LEVER’.
19.07.1994 Repair ‘DOOR COMPLETE’.
19.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1994 Repair ‘SIDE BEARER’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BRAKE BLOCK RB95’.
11.10.1994 Repair ‘BRAKE LEVER’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE BEARER’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘DOOR COMPLETE’.
28.10.1994 Repair ‘WEAR PLATES & SADDLES’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘DOOR COMPLETE’.
29.11.1994 Repair ‘EMPTY LOAD VALVE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1995 Repair ‘DOOR COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
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ENH 37

Details: wagon ‘ENH 37 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 07.06.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 13.02.1995
Due Triple Valve: 04.03.1992
Last Triple Valve: 24.06.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995
Last Lift: 30.09.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BEARERS’.
01.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘BOGIE FRICTION WEDGE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.03.1991 Repair ‘DOOR HINGES AND PINS’.
01.03.1991 Repair ‘DOOR LOCK MECHANISM’.
01.03.1991 Repair ‘DOOR OPENING MECHANISM’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BODY COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘CARD OR CLIP HOLDER’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘LADDER’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘SLOPE SHEET’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘STRIKING CASTING’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE SPRING’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DOOR OPENING MECHANISM’.
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23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘DOOR OPENING MECHANISM’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘DOOR OPENING MECHANISM’.
22.07.1992 Repair ‘WHEEL SET’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘DOOR COMPLETE’.
15.09.1992 Repair ‘DOOR OPENING MECHANISM’.
15.09.1992 Repair ‘SIDE BEARER’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
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13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘BRAKE LEVER’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘UNDERFRAME COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘DOOR COMPLETE’.
28.06.1993 Repair ‘DOOR HINGES AND PINS’.
28.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
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09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Repair ‘BODY COMPLETE’.
21.02.1994 Repair ‘BOGIE COMPLETE’.
21.02.1994 Repair ‘BRAKE BLOCK RB95’.
21.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
21.02.1994 Repair ‘BRAKE LEVER’.
21.02.1994 Repair ‘BRAKE LEVER’.
21.02.1994 Repair ‘COUPLER COMPLETE’.
21.02.1994 Repair ‘DOOR COMPLETE’.
21.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1994 Repair ‘SIDE BEARER’.
21.02.1994 Repair ‘YOKE COLLAR’.
21.02.1994 Repair ‘YOKE COMPLETE’.
30.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1994 Repair ‘BOGIE COMPLETE’.
30.05.1994 Repair ‘BRAKE BLOCK RB95’.
30.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.05.1994 Repair ‘COUPLER COMPLETE’.
30.05.1994 Repair ‘DOOR COMPLETE’.
30.05.1994 Repair ‘DOOR HINGES AND PINS’.
30.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BODY COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘BRAKE BLOCK RB95’.
29.06.1994 Repair ‘BRAKE LEVER’.
29.06.1994 Repair ‘DOOR COMPLETE’.
29.06.1994 Repair ‘DOOR COVERING’.
29.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘BRAKE BLOCK RB95’.
29.07.1994 Repair ‘BRAKE LEVER’.
29.07.1994 Repair ‘DOOR COMPLETE’.
29.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1994 Repair ‘SIDE BOARDS’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE MEMBER’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
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14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘BRAKE BLOCK RB95’.
08.12.1994 Repair ‘DOOR COMPLETE’.
08.12.1994 Repair ‘DOOR OPENING MECHANISM’.
08.12.1994 Repair ‘END SHEETING’.
08.12.1994 Repair ‘SIDE SHEET’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1995 Repair ‘DOOR COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 38

Details: wagon ‘ENH 38 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 25.05.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Last Triple Valve: 30.03.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 01.11.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
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PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘BRAKE BLOCK RB95’.
07.03.1991 Repair ‘CENTRE SILL’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘DISCHARGE DOOR’.
07.03.1991 Repair ‘DOOR HINGES AND PINS’.
07.03.1991 Repair ‘DOOR LOCK MECHANISM’.
07.03.1991 Repair ‘DOOR OPENING MECHANISM’.
07.03.1991 Repair ‘DRAFT GEAR POCKET’.
07.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.03.1991 Repair ‘END COMPLETE’.
07.03.1991 Repair ‘SIDE COMPLETE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘DISCHARGE DOOR’.
15.05.1991 Repair ‘DOOR HINGES AND PINS’.
15.05.1991 Repair ‘DOOR HINGES AND PINS’.
15.05.1991 Repair ‘DOOR HINGES AND PINS’.
15.05.1991 Repair ‘DOOR LOCK MECHANISM’.
15.05.1991 Repair ‘DOOR OPENING MECHANISM’.
15.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘DOOR OPENING MECHANISM’.
26.06.1991 Repair ‘SIDE BEARER’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
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12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘DOOR OPENING MECHANISM’.
22.07.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.07.1992 Repair ‘SIDE BEARER’.
22.07.1992 Repair ‘WHEEL SET’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘TRAIN PIPE (END)’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK OTHER’.
07.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘DOOR LOCK MECHANISM’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘DOOR HINGES AND PINS’.
10.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1994 Repair ‘ISOLATING COCK’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
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13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BODY COMPLETE’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Repair ‘BRAKE LEVER’.
26.04.1994 Repair ‘COUPLER COMPLETE’.
26.04.1994 Repair ‘DOOR COMPLETE’.
26.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1994 Repair ‘SIDE BEARER’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘DOOR COMPLETE’.
23.05.1994 Repair ‘DOOR HINGES AND PINS’.
23.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE BLOCK RB95’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘DOOR COMPLETE’.
21.06.1994 Repair ‘DOOR HINGES AND PINS’.
21.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1994 Repair ‘BRAKE BLOCK RB95’.
26.07.1994 Repair ‘BRAKE LEVER’.
26.07.1994 Repair ‘DOOR COMPLETE’.
26.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE BEARER’.
23.09.1994 Repair ‘SIDE BOARDS’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5421



2. TIMS GROUP INFORMATION - WAGONS

11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘BOGIE COMPLETE’.
08.11.1994 Repair ‘DOOR COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘BRAKE BLOCK RB95’.
06.12.1994 Repair ‘DOOR COMPLETE’.
06.12.1994 Repair ‘END SHEETING’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1995 Repair ‘DOOR COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 39

Details: wagon ‘ENH 39 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 04.07.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 21.02.1995
Due Triple Valve: 04.03.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 26.06.1973
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE BEARERS’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘BOGIE FRICTION WEDGE’.
27.02.1991 Repair ‘BRAKE BLOCK RB95’.
27.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.02.1991 Repair ‘DOOR HINGES AND PINS’.
27.02.1991 Repair ‘DOOR LOCK MECHANISM’.
27.02.1991 Repair ‘DOOR OPENING MECHANISM’.
27.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BODY COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘CARD OR CLIP HOLDER’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘DISCHARGE DOOR’.
22.04.1991 Repair ‘DOOR HINGES AND PINS’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘DOOR OPENING MECHANISM’.
22.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘HANDRAILS’.
22.04.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘LADDER’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘SIDE STEP’.
22.04.1991 Repair ‘SLOPE SHEET’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘STRIKING CASTING’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRANCH PIPE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
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05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE SHOE’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
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18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE SHEET’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
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10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DOOR HINGES AND PINS’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘DOOR COMPLETE’.
25.06.1993 Repair ‘DOOR HINGES AND PINS’.
25.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DOOR OPENING MECHANISM’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE SHEET’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘DOOR COMPLETE’.
07.03.1994 Repair ‘DOOR HINGES AND PINS’.
07.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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07.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BODY COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DOOR COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE BLOCK RB95’.
04.05.1994 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘DOOR COMPLETE’.
04.05.1994 Repair ‘DOOR HINGES AND PINS’.
04.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘BRAKE BLOCK RB95’.
14.06.1994 Repair ‘COUPLER COMPLETE’.
14.06.1994 Repair ‘DISCHARGE DOOR’.
14.06.1994 Repair ‘DOOR COMPLETE’.
14.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BODY COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘BRAKE BLOCK RB95’.
07.07.1994 Repair ‘BRAKE LEVER’.
07.07.1994 Repair ‘DOOR COMPLETE’.
07.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘HITCH LOCK MECHANISM’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
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12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘SIDE BEARER’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘DOOR COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1994 Repair ‘DOOR COMPLETE’.
13.12.1994 Repair ‘DOOR OPENING MECHANISM’.
13.12.1994 Repair ‘END SHEETING’.
13.12.1994 Repair ‘END SHEETING’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘DOOR COMPLETE’.
18.01.1995 Repair ‘SIDE MEMBER’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1995 Repair ‘DOOR COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 40

Details: wagon ‘ENH 40 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 24.02.1995
Last Triple Valve: 31.03.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR LOCK MECHANISM’.
01.05.1991 Repair ‘DOOR OPENING MECHANISM’.
01.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘TOP CENTRE PLATE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
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21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘CARD OR CLIP HOLDER’.
31.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DOOR HINGES AND PINS’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DOOR HINGES AND PINS’.
29.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘VEHICLE COMPLETE’.
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11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BRAKE BLOCK RB95’.
06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1994 Repair ‘SIDE BEARER’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
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06.05.1994 Repair ‘WEAR PLATES & SADDLES’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BODY COMPLETE’.
07.07.1994 Repair ‘BOGIE BOLSTER’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘BOGIE FRICTION WEDGE’.
07.07.1994 Repair ‘BOGIE SIDEFRAME’.
07.07.1994 Repair ‘BRAKE BLOCK RB95’.
07.07.1994 Repair ‘DOOR COMPLETE’.
07.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘SIDE BEARER’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘BRAKE BLOCK RB95’.
25.10.1994 Repair ‘DOOR COMPLETE’.
25.10.1994 Repair ‘SIDE MEMBER’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1994 Repair ‘DOOR COMPLETE’.
25.11.1994 Repair ‘SIDE BEARER’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘DOOR COMPLETE’.
22.12.1994 Repair ‘END SHEETING’.
22.12.1994 Repair ‘SIDE SHEET’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘DOOR COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5432



2.261. Wagon classification starting with ‘ENH’

24.02.1995 Repair ‘DOOR COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 41

Details: wagon ‘ENH 41 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 09.03.1995
Last Triple Valve: 13.03.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 09.03.1995
Last Lift: 27.01.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1991 Repair ‘BOGIE BEARERS’.
19.06.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DISCHARGE DOOR’.
19.06.1991 Repair ‘DOOR HINGES AND PINS’.
19.06.1991 Repair ‘DOOR LOCK MECHANISM’.
19.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘TOP CENTRE PLATE’.
19.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1992 Repair ‘BOGIE COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘DISCHARGE DOOR’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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03.01.1992 Repair ‘VEHICLE RETARE’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘DOOR COMPLETE’.
12.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DOOR COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR OPENING MECHANISM’.
01.09.1992 Repair ‘SIDE SHEET’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘COUPLER COMPLETE’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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19.03.1993 Repair ‘VEHICLE COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BODY COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK RB95’.
28.07.1993 Repair ‘BRAKE LEVER’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.07.1993 Repair ‘DOOR COMPLETE’.
28.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Repair ‘UNDERFRAME COMPLETE’.
28.07.1993 Repair ‘WEAR PLATES & SADDLES’.
28.07.1993 Repair ‘YOKE COMPLETE’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BODY COMPLETE’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘BRAKE LEVER’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
04.02.1994 Repair ‘DOOR COMPLETE’.
04.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.02.1994 Repair ‘SIDE COMPLETE’.
04.02.1994 Repair ‘UNDERFRAME COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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09.02.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘BOGIE COMPLETE’.
22.03.1994 Repair ‘BRAKE BLOCK RB95’.
22.03.1994 Repair ‘COUPLER COMPLETE’.
22.03.1994 Repair ‘DOOR COMPLETE’.
22.03.1994 Repair ‘DOOR HINGES AND PINS’.
22.03.1994 Repair ‘END BRAKE COCK’.
22.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘DOOR COMPLETE’.
18.05.1994 Repair ‘DOOR HINGES AND PINS’.
18.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘BRAKE BLOCK RB95’.
22.06.1994 Repair ‘COUPLER COMPLETE’.
22.06.1994 Repair ‘DOOR COMPLETE’.
22.06.1994 Repair ‘DOOR HINGES AND PINS’.
22.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘BRAKE LEVER’.
25.07.1994 Repair ‘DOOR COMPLETE’.
25.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘SIDE MEMBER’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1994 Repair ‘DOOR COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘DOOR COMPLETE’.
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11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1995 Repair ‘BRAKE BLOCK RB95’.
13.02.1995 Repair ‘DOOR COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘DOOR COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 42

Details: wagon ‘ENH 42 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 30.06.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 02.03.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 03.03.1995
Last Lift: 16.05.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
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27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘END COMPLETE’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘SIDE MEMBER’.
27.03.1991 Repair ‘SIDE SHEET’.
19.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DISCHARGE DOOR’.
19.06.1991 Repair ‘DOOR HINGES AND PINS’.
19.06.1991 Repair ‘DOOR LOCK MECHANISM’.
19.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘TOP CENTRE PLATE’.
19.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1991 Repair ‘BRAKE LEVER’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘DOOR OPENING MECHANISM’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
09.10.1991 Repair ‘BOGIE SIDEFRAME’.
09.10.1991 Repair ‘BOGIE WEAR PLATES’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE PIN’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘WHEEL SET’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BODY COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
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19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘DOOR OPENING MECHANISM’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘SIDE BEARER’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘VEHICLE RETARE’.
17.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR HINGES AND PINS’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘END BRAKE COCK’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘HOSE FITTINGS’.
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19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘DOOR HINGES AND PINS’.
21.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BODY COMPLETE’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BOGIE CONVERTED BROAD TO STANDARD’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘DOOR COMPLETE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘SIDE BEARER’.
20.07.1993 Repair ‘UNDERFRAME COMPLETE’.
20.07.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRANCH PIPE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BOGIE COMPLETE’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘COUPLER COMPLETE’.
25.03.1994 Repair ‘DOOR COMPLETE’.
25.03.1994 Repair ‘DOOR HINGES AND PINS’.
25.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1994 Repair ‘SIDE COMPLETE’.
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25.03.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE COMPLETE’.
20.05.1994 Repair ‘BRAKE BLOCK RB95’.
20.05.1994 Repair ‘COUPLER COMPLETE’.
20.05.1994 Repair ‘DOOR COMPLETE’.
20.05.1994 Repair ‘DOOR HINGES AND PINS’.
20.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BRAKE BLOCK RB95’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘DOOR COMPLETE’.
20.06.1994 Repair ‘DOOR HINGES AND PINS’.
20.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BRAKE BLOCK RB95’.
11.10.1994 Repair ‘BRAKE LEVER’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘DOOR COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘DOOR COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘DOOR HINGES AND PINS’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BRAKE BLOCK RB95’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1995 Repair ‘DOOR COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
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ENH 43

Details: wagon ‘ENH 43 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 20.02.1995
Last Triple Valve: 06.03.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 10.10.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘CENTRE SILL’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFT GEAR POCKET’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
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28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘DOOR OPENING MECHANISM’.
09.12.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
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01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘DOOR SEAL’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DOOR HINGES AND PINS’.
29.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
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07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DOOR OPENING MECHANISM’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE SHEET’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BEARERS’.
14.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘UNDERFRAME COMPLETE’.
14.02.1994 Repair ‘WHEEL SET’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘DOOR COMPLETE’.
08.03.1994 Repair ‘DOOR HINGES AND PINS’.
08.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.03.1994 Repair ‘END FRAME MEMBER’.
08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DOOR OPENING MECHANISM’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BODY COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘BRAKE BLOCK RB95’.
07.07.1994 Repair ‘DOOR COMPLETE’.
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07.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘BOGIE COMPLETE’.
22.11.1994 Repair ‘DOOR COMPLETE’.
22.11.1994 Repair ‘SIDE MEMBER’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1994 Repair ‘DOOR COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1995 Repair ‘DOOR COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 44

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENH 45

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENH 46

Details: wagon ‘ENH 46 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 25.05.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 28.02.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 01.03.1995
Last Lift: 03.05.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1991 Repair ‘BRAKE LEVER’.
27.06.1991 Repair ‘DISCHARGE DOOR’.
27.06.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
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30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘UNDERFRAME COMPLETE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘TOP CENTRE PLATE’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
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15.04.1992 Repair ‘VEHICLE COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘SIDE MEMBER’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘DOOR COMPLETE’.
16.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘YOKE COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘BRAKE BLOCK RB95’.
22.02.1994 Repair ‘BRAKE LEVER’.
22.02.1994 Repair ‘COUPLER COMPLETE’.
22.02.1994 Repair ‘DOOR COMPLETE’.
22.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1994 Repair ‘UNDERFRAME COMPLETE’.
22.02.1994 Repair ‘YOKE COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BODY COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘BRAKE LEVER’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘DOOR COMPLETE’.
27.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘SIDE BEARER’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
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27.05.1994 Repair ‘BRAKE BLOCK RB95’.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘DOOR COMPLETE’.
27.05.1994 Repair ‘DOOR HINGES AND PINS’.
27.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘DOOR COMPLETE’.
24.06.1994 Repair ‘DOOR HINGES AND PINS’.
24.06.1994 Repair ‘DOOR SEAL’.
24.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1994 Repair ‘BODY COMPLETE’.
12.07.1994 Repair ‘BOGIE COMPLETE’.
12.07.1994 Repair ‘BRAKE BLOCK RB95’.
12.07.1994 Repair ‘BRAKE LEVER’.
12.07.1994 Repair ‘COUPLER COMPLETE’.
12.07.1994 Repair ‘DOOR COMPLETE’.
12.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘SIDE BEARER’.
12.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DISCHARGE DOOR’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE BEARER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1994 Repair ‘DOOR COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘DOOR COMPLETE’.
22.11.1994 Repair ‘SIDE BEARER’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.12.1994 Repair ‘BRAKE BLOCK RB95’.
16.12.1994 Repair ‘DOOR COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘SIDE SHEET’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1995 Repair ‘DOOR COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 47

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENH 48

Details: wagon ‘ENH 48 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 09.03.1995
Last Triple Valve: 30.07.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 09.03.1995
Last Lift: 31.10.1972
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1991 Repair ‘COUPLER COMPLETE’.
04.03.1991 Repair ‘DOOR LOCK MECHANISM’.
04.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.03.1991 Repair ‘END COMPLETE’.
04.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1991 Repair ‘SIDE MEMBER’.
04.03.1991 Repair ‘SIDE SHEET’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘DOOR HINGES AND PINS’.
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1991 Repair ‘SIDE BEARER’.
06.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BOLSTER’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
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09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘SIDE SHEET’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
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19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘AXLEBOX’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘END BRAKE COCK’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
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12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE LEVER’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘UNDERFRAME COMPLETE’.
07.02.1994 Repair ‘YOKE COMPLETE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘DOOR COMPLETE’.
08.03.1994 Repair ‘DOOR HINGES AND PINS’.
08.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘SIDE SHEET’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘DOOR COMPLETE’.
08.04.1994 Repair ‘DOOR HINGES AND PINS’.
08.04.1994 Repair ‘DOOR OPENING MECHANISM’.
08.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE BLOCK RB95’.
04.05.1994 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘DOOR COMPLETE’.
04.05.1994 Repair ‘DOOR HINGES AND PINS’.
04.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘BRAKE BLOCK RB95’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘DOOR COMPLETE’.

5457



2. TIMS GROUP INFORMATION - WAGONS

19.05.1994 Repair ‘DOOR HINGES AND PINS’.
19.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘DOOR HINGES AND PINS’.
17.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BRAKE BLOCK RB95’.
20.07.1994 Repair ‘BRAKE LEVER’.
20.07.1994 Repair ‘DOOR COMPLETE’.
20.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1994 Repair ‘DOOR COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘DOOR COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘DOOR COMPLETE’.
06.01.1995 Repair ‘SIDE SHEET’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘DOOR COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 49

Details: wagon ‘ENH 49 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
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Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 24.02.1995
Due Triple Valve: 28.06.1990
Last Triple Valve: 13.03.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 26.08.1975

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1991 Repair ‘COUPLER COMPLETE’.
04.03.1991 Repair ‘DISCHARGE DOOR’.
04.03.1991 Repair ‘DOOR HINGES AND PINS’.
04.03.1991 Repair ‘DOOR LOCK MECHANISM’.
04.03.1991 Repair ‘DOOR OPENING MECHANISM’.
04.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.03.1991 Repair ‘END COMPLETE’.
04.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
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21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB101’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘END BRAKE COCK’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.

5460



2.261. Wagon classification starting with ‘ENH’

22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1992 Repair ‘BOGIE BEARINGS’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘COUPLER COMPLETE’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR OPENING MECHANISM’.
01.09.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.09.1992 Repair ‘WHEEL SET’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘COUPLER COMPLETE’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK OTHER’.
10.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘END FRAME MEMBER’.
12.01.1994 Repair ‘END FRAME MEMBER’.
12.01.1994 Repair ‘END SHEETING’.
12.01.1994 Repair ‘END SHEETING’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE LEVER’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘UNDERFRAME COMPLETE’.
07.02.1994 Repair ‘YOKE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘YOKE COMPLETE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘BRAKE BLOCK RB95’.
18.03.1994 Repair ‘COUPLER COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘DOOR HINGES AND PINS’.
18.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
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13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘COUPLER KNUCKLE PIN’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DOOR OPENING MECHANISM’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE BLOCK RB95’.
04.05.1994 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘DOOR COMPLETE’.
04.05.1994 Repair ‘DOOR HINGES AND PINS’.
04.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘SIDE BEARER’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘BODY COMPLETE’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘DOOR COMPLETE’.
04.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘SIDE BEARER’.
04.07.1994 Repair ‘UNDERFRAME COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘SIDE MEMBER’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1994 Repair ‘DISCHARGE DOOR’.
12.12.1994 Repair ‘DOOR COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.01.1995 Repair ‘BOGIE COMPLETE’.
20.01.1995 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1995 Repair ‘DOOR COMPLETE’.
20.01.1995 Repair ‘SIDE BEARER’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1995 Repair ‘DOOR COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 50

Details: wagon ‘ENH 50 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Last Triple Valve: 06.03.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 11.09.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘CENTRE SILL’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
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06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFT GEAR POCKET’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘DISCHARGE DOOR’.
23.04.1991 Repair ‘DOOR HINGES AND PINS’.
23.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
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03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB101’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘DOOR OPENING MECHANISM’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1992 Repair ‘SIDE MEMBER’.
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08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DOOR COMPLETE’.
08.12.1992 Repair ‘DOOR HINGES AND PINS’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1992 Repair ‘SIDE SHEET’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR HINGES AND PINS’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BODY COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘END HOSE’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘BRAKE BLOCK RB95’.
09.08.1993 Repair ‘COUPLER COMPLETE’.
09.08.1993 Repair ‘DOOR COMPLETE’.
09.08.1993 Repair ‘DOOR HINGES AND PINS’.
09.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1993 Repair ‘END BRAKE COCK’.
09.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1993 Repair ‘TRAIN PIPE (END)’.
09.08.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BODY COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE LEVER’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE BEARER’.
14.02.1994 Repair ‘YOKE COMPLETE’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘BRAKE LEVER’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘DOOR COMPLETE’.
08.03.1994 Repair ‘DOOR HINGES AND PINS’.
08.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘DOOR COMPLETE’.
08.04.1994 Repair ‘DOOR HINGES AND PINS’.
08.04.1994 Repair ‘DOOR OPENING MECHANISM’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘WEAR PLATES & SADDLES’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DOOR COMPLETE’.
15.06.1994 Repair ‘DOOR HINGES AND PINS’.
15.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1994 Repair ‘SIDE BEARER’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘BODY COMPLETE’.
11.07.1994 Repair ‘BOGIE COMPLETE’.
11.07.1994 Repair ‘BRAKE BLOCK RB95’.
11.07.1994 Repair ‘BRAKE LEVER’.
11.07.1994 Repair ‘COUPLER COMPLETE’.
11.07.1994 Repair ‘DOOR COMPLETE’.
11.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1994 Repair ‘UNDERFRAME COMPLETE’.
11.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘END SHEETING’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.10.1994 Repair ‘BRAKE BLOCK RB95’.
19.10.1994 Repair ‘BRAKE LEVER’.
19.10.1994 Repair ‘BRAKE PIN’.
19.10.1994 Repair ‘DOOR COMPLETE’.
19.10.1994 Repair ‘SIDE MEMBER’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1994 Repair ‘DOOR COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘DOOR COMPLETE’.
08.12.1994 Repair ‘DOOR OPENING MECHANISM’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘BRAKE BLOCK RB95’.
14.02.1995 Repair ‘BRAKE LEVER’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 51

Details: wagon ‘ENH 51 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 29.04.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 01.03.1995
Due Triple Valve: 23.09.1995
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 02.03.1995
Last Lift: 18.06.1971

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE WEAR PLATES’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘WHEEL SET’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘DOOR HINGES AND PINS’.
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘END BRAKE COCK’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘END FRAME MEMBER’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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24.07.1991 Repair ‘SIDE MEMBER’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BODY COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.11.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
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18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.07.1992 Repair ‘SIDE BEARER’.
22.07.1992 Repair ‘WHEEL SET’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BEARINGS’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘SIDE BEARER’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘DOOR COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRANCH PIPE’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DOOR SEAL’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘ISOLATING COCK’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK OTHER’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
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19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BEARERS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘SIDE SHEET’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1993 Repair ‘BOGIE COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘COUPLER COMPLETE’.
11.08.1993 Repair ‘DOOR COMPLETE’.
11.08.1993 Repair ‘DOOR HINGES AND PINS’.
11.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘ROOF COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
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08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘SIDE BEARER’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BODY COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE LEVER’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘DOOR COMPLETE’.
28.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1994 Repair ‘SIDE BEARER’.
28.02.1994 Repair ‘UNDERFRAME COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BRAKE BLOCK RB95’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘DOOR COMPLETE’.
03.05.1994 Repair ‘DOOR HINGES AND PINS’.
03.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1994 Repair ‘BODY COMPLETE’.
12.07.1994 Repair ‘BOGIE COMPLETE’.
12.07.1994 Repair ‘BRAKE BLOCK RB95’.
12.07.1994 Repair ‘BRAKE LEVER’.
12.07.1994 Repair ‘COUPLER COMPLETE’.
12.07.1994 Repair ‘DOOR COMPLETE’.
12.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘UNDERFRAME COMPLETE’.
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12.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘END SHEETING’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘ISOLATING COCK’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE SHEET’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1994 Repair ‘DOOR COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1994 Repair ‘DOOR COMPLETE’.
21.11.1994 Repair ‘SIDE BEARER’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘DOOR LOCK MECHANISM’.
19.12.1994 Repair ‘SIDE MEMBER’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1995 Repair ‘DOOR COMPLETE’.
01.03.1995 Repair ‘DOOR OPENING MECHANISM’.
01.03.1995 Repair ‘SIDE MEMBER’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 52

Details: wagon ‘ENH 52 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
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Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 01.03.1995
Last Triple Valve: 24.06.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 02.03.1995
Last Lift: 13.09.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘CENTRE SILL’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFT GEAR POCKET’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
28.05.1991 Repair ‘END SHEETING’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
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22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘SIDE SHEET’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BODY COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.11.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
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18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘END BRAKE COCK’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DOOR COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘SIDE MEMBER’.
08.04.1992 Repair ‘SIDE SHEET’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR OPENING MECHANISM’.
01.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘SIDE COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DOOR COMPLETE’.
29.06.1993 Repair ‘DOOR HINGES AND PINS’.
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29.06.1993 Repair ‘DOOR HINGES AND PINS’.
29.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘VEHICLE COMPLETE’.
29.06.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BODY COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE LEVER’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘DOOR COMPLETE’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1993 Repair ‘SIDE BEARER’.
27.07.1993 Repair ‘UNDERFRAME COMPLETE’.
27.07.1993 Repair ‘YOKE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1994 Repair ‘BODY COMPLETE’.
25.02.1994 Repair ‘BOGIE COMPLETE’.
25.02.1994 Repair ‘BRAKE BLOCK RB95’.
25.02.1994 Repair ‘BRAKE LEVER’.
25.02.1994 Repair ‘COUPLER COMPLETE’.
25.02.1994 Repair ‘DOOR COMPLETE’.
25.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1994 Repair ‘SIDE BEARER’.
25.02.1994 Repair ‘SIDE COMPLETE’.
25.02.1994 Repair ‘YOKE COMPLETE’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
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29.04.1994 Repair ‘BRAKE BLOCK RB95’.
29.04.1994 Repair ‘BRAKE LEVER’.
29.04.1994 Repair ‘BRANCH PIPE’.
29.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.04.1994 Repair ‘COUPLER COMPLETE’.
29.04.1994 Repair ‘DOOR COMPLETE’.
29.04.1994 Repair ‘DOOR HINGES AND PINS’.
29.04.1994 Repair ‘END BRAKE COCK’.
29.04.1994 Repair ‘ISOLATING COCK’.
29.04.1994 Repair ‘SIDE BEARER’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BRAKE BLOCK RB95’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DOOR COMPLETE’.
26.05.1994 Repair ‘DOOR HINGES AND PINS’.
26.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BODY COMPLETE’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘BRAKE BLOCK RB95’.
01.07.1994 Repair ‘BRAKE LEVER’.
01.07.1994 Repair ‘DOOR COMPLETE’.
01.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1994 Repair ‘UNDERFRAME COMPLETE’.
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘DOOR COMPLETE’.
28.07.1994 Repair ‘END FRAME MEMBER’.
28.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘END BRAKE COCK’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘DOOR COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘DOOR COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
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07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1995 Repair ‘DOOR COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 53

Details: wagon ‘ENH 53 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 14.02.1995
Due Triple Valve: 06.05.1992
Last Triple Valve: 30.03.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘BRAKE BLOCK RB101’.
01.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1991 Repair ‘SIDE BEARER’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.

5482



2.261. Wagon classification starting with ‘ENH’

02.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.05.1991 Repair ‘RELAY VALVE’.
02.05.1991 Repair ‘STRIKING CASTING’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1991 Repair ‘BRAKE LEVER’.
02.07.1991 Repair ‘DOOR OPENING MECHANISM’.
02.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DOOR HINGES AND PINS’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE RETARE’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DOOR COMPLETE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
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07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘SIDE MEMBER’.
07.04.1992 Repair ‘SIDE SHEET’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.10.1992 Repair ‘COUPLER COMPLETE’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1992 Repair ‘WHEEL SET’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK OTHER’.
07.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘ISOLATING COCK’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘EMPTY LOAD VALVE’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘SIDE BEARER’.
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09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘DOOR HINGES AND PINS’.
10.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1994 Repair ‘ISOLATING COCK’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘DOOR COMPLETE’.
24.03.1994 Repair ‘DOOR HINGES AND PINS’.
24.03.1994 Repair ‘DOOR LOCK MECHANISM’.
24.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BODY COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘DOOR COMPLETE’.
27.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘SIDE BEARER’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘BRAKE BLOCK RB95’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
24.05.1994 Repair ‘DOOR COMPLETE’.
24.05.1994 Repair ‘DOOR HINGES AND PINS’.
24.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE BLOCK RB95’.
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21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘DOOR COMPLETE’.
21.06.1994 Repair ‘DOOR HINGES AND PINS’.
21.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1994 Repair ‘BRAKE BLOCK RB95’.
26.07.1994 Repair ‘BRAKE LEVER’.
26.07.1994 Repair ‘DOOR COMPLETE’.
26.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1994 Repair ‘SIDE MEMBER’.
26.07.1994 Repair ‘SIDE SHEET’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE BOARDS’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘DOOR COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1994 Repair ‘DISCHARGE DOOR’.
12.12.1994 Repair ‘DOOR COMPLETE’.
12.12.1994 Repair ‘DOOR COVERING’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1995 Repair ‘DOOR COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1995 Repair ‘BRAKE BLOCK RB95’.
14.02.1995 Repair ‘BRAKE LEVER’.
14.02.1995 Repair ‘DOOR COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 54

Details: wagon ‘ENH 54 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.7tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 07.03.1995
Due Triple Valve: 26.02.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995
Last Lift: 26.04.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK OTHER’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
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03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘HANDRAILS’.
03.06.1991 Repair ‘HANDRAILS END’.
03.06.1991 Repair ‘LADDER’.
03.06.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘SLOPE SHEET’.
03.06.1991 Repair ‘STEP’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1991 Repair ‘BRAKE LEVER’.
25.06.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘STEP’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFT GEAR POCKET’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘SIDE STEP’.
17.09.1991 Repair ‘STEP’.
17.09.1991 Repair ‘YOKE COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DISCHARGE DOOR’.
30.09.1991 Repair ‘DOOR HINGES AND PINS’.
30.09.1991 Repair ‘DOOR HINGES AND PINS’.
30.09.1991 Repair ‘DOOR HINGES AND PINS’.
30.09.1991 Repair ‘DOOR LOCK MECHANISM’.
30.09.1991 Repair ‘DOOR OPENING MECHANISM’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
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12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘DOOR HINGES AND PINS’.
16.12.1991 Repair ‘DOOR LOCK MECHANISM’.
16.12.1991 Repair ‘DOOR OPENING MECHANISM’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘VEHICLE RETARE’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DOOR OPENING MECHANISM’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘VEHICLE COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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05.11.1992 Repair ‘SIDE BEARER’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DOOR LOCK MECHANISM’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BODY COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘SIDE BEARER’.
22.07.1993 Repair ‘UNDERFRAME COMPLETE’.
22.07.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘END HOSE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.

5490



2.261. Wagon classification starting with ‘ENH’

08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘DOOR COMPLETE’.
08.03.1994 Repair ‘DOOR HINGES AND PINS’.
08.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘SIDE MEMBER’.
08.03.1994 Repair ‘TRAIN PIPE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘DOOR COMPLETE’.
08.04.1994 Repair ‘DOOR HINGES AND PINS’.
08.04.1994 Repair ‘DOOR OPENING MECHANISM’.
08.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘DOOR COMPLETE’.
13.05.1994 Repair ‘DOOR HINGES AND PINS’.
13.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘SIDE BEARER’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘DOOR HINGES AND PINS’.
17.06.1994 Repair ‘DOOR LOCK MECHANISM’.
17.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE BOARDS’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BRAKE BLOCK RB95’.
11.10.1994 Repair ‘BRAKE LEVER’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE BEARER’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘DOOR COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1994 Repair ‘DOOR COMPLETE’.
30.11.1994 Repair ‘EMPTY LOAD VALVE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘BRAKE BLOCK RB95’.
07.01.1995 Repair ‘BRAKE LEVER’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘DOOR HINGES AND PINS’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1995 Repair ‘DOOR COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

ENH 55

Details: wagon ‘ENH 55 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
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Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 21.02.1995
Due Triple Valve: 17.04.1994
Last Triple Valve: 23.09.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRAKE BLOCK RB95’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘DISCHARGE DOOR’.
10.05.1991 Repair ‘DOOR HINGES AND PINS’.
10.05.1991 Repair ‘DOOR LOCK MECHANISM’.
10.05.1991 Repair ‘DOOR OPENING MECHANISM’.
10.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘STEP’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘DRAFT GEAR POCKET’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘LADDER’.
17.09.1991 Repair ‘RELAY VALVE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘STEP’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BODY COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.11.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE SHEET’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.04.1993 Repair ‘DOOR HINGES AND PINS’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
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17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BODY COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘YOKE COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘DOOR COMPLETE’.
30.07.1993 Repair ‘DOOR HINGES AND PINS’.
30.07.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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09.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BODY COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRAKE LEVER’.
15.02.1994 Repair ‘COUPLER COMPLETE’.
15.02.1994 Repair ‘DOOR COMPLETE’.
15.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1994 Repair ‘SIDE MEMBER’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘DOOR COMPLETE’.
24.03.1994 Repair ‘DOOR HINGES AND PINS’.
24.03.1994 Repair ‘DOOR LOCK MECHANISM’.
24.03.1994 Repair ‘DOOR OPENING MECHANISM’.
24.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BODY COMPLETE’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Repair ‘BRAKE LEVER’.
26.04.1994 Repair ‘COUPLER COMPLETE’.
26.04.1994 Repair ‘DOOR COMPLETE’.
26.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1994 Repair ‘SIDE BEARER’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘BRAKE BLOCK RB95’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
24.05.1994 Repair ‘DOOR COMPLETE’.
24.05.1994 Repair ‘DOOR HINGES AND PINS’.
24.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE BLOCK RB95’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘DOOR COMPLETE’.
21.06.1994 Repair ‘DOOR HINGES AND PINS’.
21.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
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23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘BRANCH PIPE’.
23.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.09.1994 Repair ‘COUPLER COMPLETE’.
23.09.1994 Repair ‘COUPLER KNUCKLE’.
23.09.1994 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘END BRAKE COCK’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘END SHEETING’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘DOOR COMPLETE’.
25.10.1994 Repair ‘SIDE MEMBER’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘DOOR COMPLETE’.
22.12.1994 Repair ‘DOOR COMPLETE’.
22.12.1994 Repair ‘DOOR OPENING MECHANISM’.
22.12.1994 Repair ‘DOOR OPENING MECHANISM’.
22.12.1994 Repair ‘END SHEETING’.
22.12.1994 Repair ‘END SHEETING’.
22.12.1994 Repair ‘SIDE SHEET’.
22.12.1994 Repair ‘SIDE SHEET’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘BRAKE BLOCK RB95’.
23.01.1995 Repair ‘BRAKE LEVER’.
23.01.1995 Repair ‘DOOR COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1995 Repair ‘DOOR COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 56

Details: wagon ‘ENH 56 N’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 20.02.1995
Last Triple Valve: 23.09.1994
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 02.06.1969

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘CENTRE SILL’.
05.03.1991 Repair ‘CENTRE SILL’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘DISCHARGE DOOR’.
05.03.1991 Repair ‘DOOR HINGES AND PINS’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘DOOR OPENING MECHANISM’.
05.03.1991 Repair ‘DRAFT GEAR POCKET’.
05.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.03.1991 Repair ‘END COMPLETE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1991 Repair ‘SIDE COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘BRAKE LEVER’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘DISCHARGE DOOR’.
30.04.1991 Repair ‘DOOR HINGES AND PINS’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘DOOR OPENING MECHANISM’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘DOOR LOCK MECHANISM’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘SIDE MEMBER’.
24.07.1991 Repair ‘SIDE SHEET’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BODY COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR COMPLETE’.
10.09.1991 Repair ‘DRAFT GEAR POCKET’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BODY COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘DOOR COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
07.11.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BRAKE BLOCK RB101’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DOOR OPENING MECHANISM’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘COUPLER KNUCKLE PIN’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.07.1994 Repair ‘BODY COMPLETE’.
12.07.1994 Repair ‘BOGIE COMPLETE’.
12.07.1994 Repair ‘BRAKE BLOCK RB95’.
12.07.1994 Repair ‘BRAKE LEVER’.
12.07.1994 Repair ‘COUPLER COMPLETE’.
12.07.1994 Repair ‘DOOR COMPLETE’.
12.07.1994 Repair ‘SIDE BEARER’.
12.07.1994 Repair ‘UNDERFRAME COMPLETE’.
12.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRANCH PIPE’.
23.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘ISOLATING COCK’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR OPENING MECHANISM’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘BRAKE BLOCK RB95’.
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13.10.1994 Repair ‘DOOR COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘DOOR COMPLETE’.
22.11.1994 Repair ‘SIDE MEMBER’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1994 Repair ‘BRAKE BLOCK RB95’.
16.12.1994 Repair ‘DOOR COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1995 Repair ‘DOOR COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 57

Details: wagon ‘ENH 57 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 03.03.1995
Due Triple Valve: 27.03.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 06.03.1995
Last Lift: 04.07.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
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PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘SIDE MEMBER’.
27.03.1991 Repair ‘SIDE SHEET’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘DISCHARGE DOOR’.
30.04.1991 Repair ‘DOOR HINGES AND PINS’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘DOOR OPENING MECHANISM’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1991 Repair ‘DOOR HINGES AND PINS’.
30.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE BEARERS’.
04.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.07.1991 Repair ‘BRAKE LEVER’.
04.07.1991 Repair ‘DOOR OPENING MECHANISM’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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04.07.1991 Repair ‘SIDE BEARER’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘DOOR LOCK MECHANISM’.
23.10.1991 Repair ‘DOOR OPENING MECHANISM’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘DOOR OPENING MECHANISM’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘SIDE BEARER’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘VEHICLE RETARE’.
17.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5505



2. TIMS GROUP INFORMATION - WAGONS

10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘DOOR OPENING MECHANISM’.
22.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘DOOR COMPLETE’.
14.11.1992 Repair ‘DOOR OPENING MECHANISM’.
14.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BODY COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘WEAR PLATES & SADDLES’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘COUPLER KNUCKLE’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DOOR HINGES AND PINS’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BODY COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘UNDERFRAME COMPLETE’.
22.07.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘DOOR HINGES AND PINS’.
07.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘SIDE SHEET’.
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07.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1994 Repair ‘BODY COMPLETE’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
24.02.1994 Repair ‘BRAKE BLOCK RB95’.
24.02.1994 Repair ‘BRAKE LEVER’.
24.02.1994 Repair ‘COUPLER COMPLETE’.
24.02.1994 Repair ‘DOOR COMPLETE’.
24.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.02.1994 Repair ‘SIDE BEARER’.
24.02.1994 Repair ‘WHEEL SET’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘BRAKE LEVER’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘BRAKE BLOCK RB95’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
24.05.1994 Repair ‘DOOR COMPLETE’.
24.05.1994 Repair ‘DOOR HINGES AND PINS’.
24.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1994 Repair ‘ISOLATING COCK’.
24.05.1994 Repair ‘SIDE BEARER’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BODY COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘BRAKE LEVER’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1994 Repair ‘UNDERFRAME COMPLETE’.
24.06.1994 Repair ‘YOKE COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘BRAKE LEVER’.
25.07.1994 Repair ‘DOOR COMPLETE’.
25.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘SIDE BEARER’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

5508



2.261. Wagon classification starting with ‘ENH’

23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘BOGIE BOLSTER’.
11.11.1994 Repair ‘DOOR COMPLETE’.
11.11.1994 Repair ‘SIDE BEARER’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘BRAKE BLOCK RB95’.
06.12.1994 Repair ‘DOOR COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1995 Repair ‘BRAKE BLOCK RB95’.
04.01.1995 Repair ‘DOOR COMPLETE’.
04.01.1995 Repair ‘DOOR LOCK MECHANISM’.
04.01.1995 Repair ‘DOOR OPENING MECHANISM’.
04.01.1995 Repair ‘SIDE MEMBER’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1995 Repair ‘BRAKE BLOCK RB95’.
01.02.1995 Repair ‘DOOR COMPLETE’.
01.02.1995 Repair ‘SIDE MEMBER’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1995 Repair ‘DOOR COMPLETE’.
03.03.1995 Repair ‘REFRIGERATION & AIR CON’.

ENH 58

Details: wagon ‘ENH 58 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ
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Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 13.02.1995
Last Triple Valve: 25.09.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BOLSTER’.
14.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BOGIE FRICTION WEDGE’.
14.02.1991 Repair ‘BOGIE SIDEFRAME’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Repair ‘SIDE BEARER’.
14.02.1991 Repair ‘SIDE MEMBER’.
14.02.1991 Repair ‘TOP CENTRE PLATE’.
14.02.1991 Repair ‘WHEEL SET’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
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25.09.1991 Repair ‘BRAKE LEVER’.
25.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.09.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BOGIE STABILISORS’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
09.12.1991 Repair ‘ADJUST BRAKES’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DOOR HINGES AND PINS’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR LOCK MECHANISM’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BRAKE BLOCK RB95’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘DOOR OPENING MECHANISM’.
17.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘DOOR COMPLETE’.
08.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1993 Repair ‘SIDE MEMBER’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK OTHER’.
21.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘DOOR OPENING MECHANISM’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DOOR COMPLETE’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BODY COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘SIDE BEARER’.
22.07.1993 Repair ‘UNDERFRAME COMPLETE’.
22.07.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
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12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘DOOR COMPLETE’.
15.03.1994 Repair ‘DOOR HINGES AND PINS’.
15.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1994 Repair ‘SIDE COMPLETE’.
15.03.1994 Repair ‘SIDE MEMBER’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘WEAR PLATES & SADDLES’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘BRAKE LEVER’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRAKE BLOCK RB95’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘DOOR COMPLETE’.
17.05.1994 Repair ‘DOOR HINGES AND PINS’.
17.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘DOOR HINGES AND PINS’.
17.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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17.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1994 Repair ‘BRAKE BLOCK RB95’.
26.07.1994 Repair ‘BRAKE LEVER’.
26.07.1994 Repair ‘DOOR COMPLETE’.
26.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘BOGIE COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE BEARER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE SHEET’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘DOOR COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘BRAKE BLOCK RB95’.
06.12.1994 Repair ‘DOOR COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1995 Repair ‘BRAKE BLOCK RB95’.
12.01.1995 Repair ‘BRAKE LEVER’.
12.01.1995 Repair ‘DOOR COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1995 Repair ‘BRAKE BLOCK RB95’.
13.02.1995 Repair ‘DOOR COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 59

Details: wagon ‘ENH 59 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 06.02.1995
Due Triple Valve: 26.02.1992
Last Triple Valve: 05.07.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995
Last Lift: 11.09.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘DISCHARGE DOOR’.
09.04.1991 Repair ‘DOOR HINGES AND PINS’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘DOOR OPENING MECHANISM’.
09.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘WHEEL SET’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘DRAFT GEAR POCKET’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘YOKE PIN’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
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03.07.1991 Repair ‘BRAKE LEVER’.
03.07.1991 Repair ‘DOOR OPENING MECHANISM’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRANCH PIPE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘TRAIN PIPE’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘SIDE BEARER’.
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31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1992 Repair ‘DOOR COMPLETE’.
18.06.1992 Repair ‘DOOR SEAL’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘SIDE SHEET’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘ISOLATING COCK’.
29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘COUPLER COMPLETE’.
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28.06.1993 Repair ‘DOOR COMPLETE’.
28.06.1993 Repair ‘DOOR HINGES AND PINS’.
28.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB95’.
30.08.1993 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘DOOR COMPLETE’.
30.08.1993 Repair ‘DOOR HINGES AND PINS’.
30.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Repair ‘SIDE BEARER’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘DOOR COMPLETE’.
07.01.1994 Repair ‘DOOR HINGES AND PINS’.
07.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘DOOR COMPLETE’.
02.03.1994 Repair ‘DOOR HINGES AND PINS’.
02.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
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12.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘BRAKE BLOCK RB95’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘DOOR COMPLETE’.
02.05.1994 Repair ‘DOOR HINGES AND PINS’.
02.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘BODY COMPLETE’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.07.1994 Repair ‘COUPLER COMPLETE’.
04.07.1994 Repair ‘DOOR COMPLETE’.
04.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘SIDE BEARER’.
04.07.1994 Repair ‘UNDERFRAME COMPLETE’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BRAKE BLOCK RB95’.
04.08.1994 Repair ‘BRAKE LEVER’.
04.08.1994 Repair ‘DOOR COMPLETE’.
04.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘SIDE BEARER’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1994 Repair ‘BRAKE BLOCK RB95’.
07.12.1994 Repair ‘DOOR COMPLETE’.
07.12.1994 Repair ‘DOOR COVERING’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.

ENH 60

Details: wagon ‘ENH 60 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 01.11.1966
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 21.01.1995
Due Triple Valve: 04.03.1992
Last Triple Valve: 30.07.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 27.02.1995
Last Lift: 07.08.1974

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE BEARERS’.
28.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BOGIE FRICTION WEDGE’.
28.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.02.1991 Repair ‘DOOR HINGES AND PINS’.
28.02.1991 Repair ‘DOOR LOCK MECHANISM’.
28.02.1991 Repair ‘DOOR OPENING MECHANISM’.
28.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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28.02.1991 Repair ‘SIDE MEMBER’.
28.02.1991 Repair ‘SIDE SHEET’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘WHEEL SET’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BOLSTER’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Repair ‘UNDERFRAME COMPLETE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
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18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘REFRIGERATION & AIR CON’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR HINGES AND PINS’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DOOR COMPLETE’.
29.04.1993 Repair ‘DOOR HINGES AND PINS’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BEARERS’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘SIDE BEARER’.
12.01.1994 Repair ‘SIDE MEMBER’.
12.01.1994 Repair ‘SIDE SHEET’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BODY COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE COMPLETE’.
21.03.1994 Repair ‘BRAKE BLOCK RB95’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘DOOR COMPLETE’.
21.03.1994 Repair ‘DOOR HINGES AND PINS’.
21.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.03.1994 Repair ‘END BRAKE COCK’.
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21.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘DOOR COMPLETE’.
23.05.1994 Repair ‘DOOR HINGES AND PINS’.
23.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘BRAKE LEVER’.
25.07.1994 Repair ‘DOOR COMPLETE’.
25.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘BOGIE COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘BRAKE LEVER’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR OPENING MECHANISM’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘DOOR COMPLETE’.
08.12.1994 Repair ‘DOOR OPENING MECHANISM’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘DOOR COMPLETE’.
18.01.1995 Repair ‘SIDE MEMBER’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1995 Repair ‘DOOR COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.

ENH 61

Details: wagon ‘ENH 61 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.8tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8420
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-13
Date Built: 20.06.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX NH
BSG Code: FEHZ

Capacity of 29.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 07.03.1995
Due Triple Valve: 26.02.1992
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995
Last Lift: 18.07.1973

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BEARERS’.
27.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘SIDE BEARER’.
27.03.1991 Repair ‘TOP CENTRE PLATE’.
27.03.1991 Repair ‘WHEEL SET’.
11.04.1991 Repair ‘SIDE SHEET’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘BRAKE PULL ROD’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1992 Repair ‘BOGIE COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘VEHICLE RETARE’.
03.01.1992 Repair ‘VEHICLE STENCILS’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
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12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘DOOR COMPLETE’.
12.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘VEHICLE COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DOOR COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1992 Repair ‘END HOSE’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE COMPLETE’.
08.01.1993 Repair ‘BRAKE BLOCK RB95’.
08.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1993 Repair ‘DOOR COMPLETE’.
08.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BODY COMPLETE’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE LEVER’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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27.07.1993 Repair ‘DOOR COMPLETE’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1993 Repair ‘SIDE BEARER’.
27.07.1993 Repair ‘UNDERFRAME COMPLETE’.
27.07.1993 Repair ‘WEAR PLATES & SADDLES’.
27.07.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRANCH PIPE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘SIDE BEARER’.
12.01.1994 Repair ‘TRAIN PIPE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Repair ‘BODY COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘BRAKE LEVER’.
17.02.1994 Repair ‘COUPLER COMPLETE’.
17.02.1994 Repair ‘DOOR COMPLETE’.
17.02.1994 Repair ‘SIDE BEARER’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BODY COMPLETE’.
13.04.1994 Repair ‘BOGIE BEARERS’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘SIDE BEARER’.
26.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BRAKE BLOCK RB95’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DOOR COMPLETE’.
26.05.1994 Repair ‘DOOR HINGES AND PINS’.
26.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.05.1994 Repair ‘ISOLATING COCK’.
26.05.1994 Repair ‘SIDE BEARER’.
26.05.1994 Repair ‘SIDE SHEET’.
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20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BODY COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BRAKE BLOCK RB95’.
20.06.1994 Repair ‘BRAKE LEVER’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘DOOR COMPLETE’.
20.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘DOOR COMPLETE’.
24.06.1994 Repair ‘DOOR COMPLETE’.
24.06.1994 Repair ‘DOOR COMPLETE’.
24.06.1994 Repair ‘DOOR HINGES AND PINS’.
24.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘BRAKE LEVER’.
25.07.1994 Repair ‘DOOR COMPLETE’.
25.07.1994 Repair ‘DOOR OPENING MECHANISM’.
25.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘DOOR COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘DOOR COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1995 Repair ‘DOOR COMPLETE’.

5529



2. TIMS GROUP INFORMATION - WAGONS

07.03.1995 Repair ‘VEHICLE COMPLETE’.

ENHA 1

Details: wagon ‘ENHA 1 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 09.03.1995
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 09.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR HINGES AND PINS’.
08.04.1991 Repair ‘DOOR LOCK MECHANISM’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1991 Repair ‘SIDE BEARER’.
08.04.1991 Repair ‘TOP CENTRE PLATE’.
08.04.1991 Repair ‘WHEEL SET’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DOOR HINGES AND PINS’.
21.06.1991 Repair ‘DOOR LOCK MECHANISM’.
21.06.1991 Repair ‘DOOR OPENING MECHANISM’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘SIDE BEARER’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BODY COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DOOR COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘UNDERFRAME COMPLETE’.
28.10.1991 Repair ‘YOKE COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DISCHARGE DOOR’.
26.11.1991 Repair ‘DOOR HINGES AND PINS’.
26.11.1991 Repair ‘DOOR LOCK MECHANISM’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1992 Repair ‘BOGIE COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1992 Repair ‘VEHICLE RETARE’.
03.01.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
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31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘SIDE BEARER’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘DISCHARGE DOOR’.
13.11.1992 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘DOOR COMPLETE’.
21.01.1993 Repair ‘DOOR HINGES AND PINS’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK OTHER’.
17.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR OPENING MECHANISM’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘DOOR COMPLETE’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘DOOR COMPLETE’.
24.05.1993 Repair ‘DOOR HINGES AND PINS’.
24.05.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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24.05.1993 Repair ‘ISOLATING COCK’.
24.05.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘DOOR COMPLETE’.
03.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.08.1993 Repair ‘END BRAKE COCK’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘ISOLATING COCK’.
03.08.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘DOOR COMPLETE’.
28.02.1994 Repair ‘END SHEETING’.
28.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BODY COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘BRAKE LEVER’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘DOOR COMPLETE’.
27.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘SIDE BEARER’.
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31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘BRAKE BLOCK RB95’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DOOR COMPLETE’.
31.05.1994 Repair ‘DOOR HINGES AND PINS’.
31.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BODY COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘BRAKE BLOCK RB95’.
29.06.1994 Repair ‘BRAKE LEVER’.
29.06.1994 Repair ‘DOOR COMPLETE’.
29.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1994 Repair ‘SIDE BEARER’.
01.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1994 Repair ‘BRAKE BLOCK RB95’.
01.08.1994 Repair ‘BRAKE LEVER’.
01.08.1994 Repair ‘BRANCH PIPE’.
01.08.1994 Repair ‘DOOR COMPLETE’.
01.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1994 Repair ‘ISOLATING COCK’.
01.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1994 Repair ‘DOOR COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘DOOR COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘DOOR COMPLETE’.
06.01.1995 Repair ‘SIDE SHEET’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1995 Repair ‘DOOR COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘DOOR COMPLETE’.
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09.03.1995 Repair ‘VEHICLE COMPLETE’.

ENHA 2

Details: wagon ‘ENHA 2 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 09.03.1995
Last Brake Cylinder: 06.10.1994
Last Single Car Test: 09.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.08.1994 Repair ‘BOGIE BEARERS’.
03.08.1994 Repair ‘BOGIE BOLSTER’.
03.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1994 Repair ‘BOGIE SIDEFRAME’.
03.08.1994 Repair ‘BRAKE CONTROL PIPE’.
03.08.1994 Repair ‘BRAKE LEVER’.
03.08.1994 Repair ‘BRAKE PULL ROD’.
03.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1994 Repair ‘BRAKE SPRING’.
03.08.1994 Repair ‘END BRAKE COCK’.
03.08.1994 Repair ‘HAND RELEASE (AIR)’.
03.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1994 Repair ‘SIDE BEARER’.
03.08.1994 Repair ‘TOP CENTRE PLATE’.
03.08.1994 Repair ‘TRAIN PIPE (END)’.
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03.08.1994 Repair ‘WEAR PLATES & SADDLES’.
03.08.1994 Repair ‘WHEEL SET’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘DOOR HINGES AND PINS’.
06.10.1994 Repair ‘DOOR LOCK MECHANISM’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1994 Repair ‘SIDE MEMBER’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘DOOR COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘DOOR COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1995 Repair ‘BRAKE BLOCK RB95’.
04.01.1995 Repair ‘BRAKE LEVER’.
04.01.1995 Repair ‘DOOR COMPLETE’.
04.01.1995 Repair ‘DOOR LOCK MECHANISM’.
04.01.1995 Repair ‘SIDE MEMBER’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘BRAKE BLOCK RB95’.
09.03.1995 Repair ‘BRAKE LEVER’.
09.03.1995 Repair ‘DOOR COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

ENHA 3

Details: wagon ‘ENHA 3 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN

5536



2.261. Wagon classification starting with ‘ENH’

Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 13.02.1995
Due Triple Valve: 26.02.1992
Last Triple Valve: 02.08.1991
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 27.02.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1991 Repair ‘BRAKE BLOCK RB101’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.01.1991 Repair ‘SIDE BEARER’.
18.01.1991 Repair ‘TOP CENTRE PLATE’.
18.01.1991 Repair ‘WHEEL SET’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.05.1991 Repair ‘WEAR PLATES & SADDLES’.
23.05.1991 Repair ‘WEAR PLATES & SADDLES’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
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01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘YOKE COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘DOOR OPENING MECHANISM’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘VEHICLE RETARE’.
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17.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘COUPLER COMPLETE’.
08.05.1992 Repair ‘DOOR COMPLETE’.
08.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘DOOR COMPLETE’.
18.06.1992 Repair ‘DOOR SEAL’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK OTHER’.
07.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘DOOR LOCK MECHANISM’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB95’.
30.08.1993 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘DOOR COMPLETE’.
30.08.1993 Repair ‘DOOR HINGES AND PINS’.
30.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.08.1993 Repair ‘END BRAKE COCK’.
30.08.1993 Repair ‘END HOSE’.
30.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR COMPLETE’.
14.02.1994 Repair ‘DOOR HINGES AND PINS’.
14.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1994 Repair ‘SIDE SHEET’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘BRAKE BLOCK RB95’.
18.03.1994 Repair ‘COUPLER COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘DOOR HINGES AND PINS’.
18.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
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21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘BRAKE LEVER’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘SIDE BEARER’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘BRAKE BLOCK RB95’.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘DIRT COLLECTORS/STRAINERS’.
25.05.1994 Repair ‘DOOR COMPLETE’.
25.05.1994 Repair ‘DOOR COMPLETE’.
25.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1994 Repair ‘ISOLATING COCK’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BODY COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘BRAKE LEVER’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1994 Repair ‘UNDERFRAME COMPLETE’.
24.06.1994 Repair ‘YOKE COMPLETE’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘BRAKE BLOCK RB95’.
29.07.1994 Repair ‘BRAKE LEVER’.
29.07.1994 Repair ‘DOOR COMPLETE’.
29.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BRAKE BLOCK RB95’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘END SHEETING’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1994 Repair ‘BRAKE BLOCK RB95’.
07.12.1994 Repair ‘DOOR COMPLETE’.
07.12.1994 Repair ‘DOOR COVERING’.
07.12.1994 Repair ‘SIDE MEMBER’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1995 Repair ‘BRAKE BLOCK RB95’.
13.02.1995 Repair ‘COUPLER COMPLETE’.
13.02.1995 Repair ‘DOOR COMPLETE’.
13.02.1995 Repair ‘HANDRAILS END’.
13.02.1995 Repair ‘SIDE MEMBER’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.

ENHA 4

Details: wagon ‘ENHA 4 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 07.03.1995
Due Triple Valve: 21.01.1993
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
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18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK OTHER’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘HANDRAILS’.
03.06.1991 Repair ‘HANDRAILS END’.
03.06.1991 Repair ‘LADDER’.
03.06.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘SLOPE SHEET’.
03.06.1991 Repair ‘STEP’.
03.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘DOOR OPENING MECHANISM’.
26.06.1991 Repair ‘DOOR SEAL’.
26.06.1991 Repair ‘HANDBRAKE HANDLE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘SIDE MEMBER’.
24.07.1991 Repair ‘SIDE SHEET’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.

5543



2. TIMS GROUP INFORMATION - WAGONS

03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘DOOR HINGES AND PINS’.
03.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DOOR COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘DOOR COMPLETE’.
26.06.1992 Repair ‘DOOR SEAL’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘SIDE BEARER’.
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10.02.1993 Repair ‘YOKE COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DOOR COMPLETE’.
07.04.1993 Repair ‘DOOR HINGES AND PINS’.
07.04.1993 Repair ‘END SHEETING’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE LEVER’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘UNDERFRAME COMPLETE’.
07.02.1994 Repair ‘YOKE COMPLETE’.
04.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1994 Repair ‘BOGIE COMPLETE’.
04.03.1994 Repair ‘BRAKE BLOCK RB95’.
04.03.1994 Repair ‘COUPLER COMPLETE’.
04.03.1994 Repair ‘DOOR COMPLETE’.
04.03.1994 Repair ‘DOOR HINGES AND PINS’.
04.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1994 Repair ‘SIDE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK RB95’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘DOOR COMPLETE’.
13.04.1994 Repair ‘DOOR HINGES AND PINS’.
13.04.1994 Repair ‘DOOR OPENING MECHANISM’.
13.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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13.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘DOOR COMPLETE’.
05.05.1994 Repair ‘DOOR HINGES AND PINS’.
05.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DISCHARGE DOOR’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘BOGIE COMPLETE’.
11.07.1994 Repair ‘BRAKE BLOCK RB95’.
11.07.1994 Repair ‘BRAKE LEVER’.
11.07.1994 Repair ‘COUPLER COMPLETE’.
11.07.1994 Repair ‘DOOR COMPLETE’.
11.07.1994 Repair ‘END SHEETING’.
11.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1994 Repair ‘SIDE MEMBER’.
11.07.1994 Repair ‘YOKE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘BRAKE LEVER’.
23.09.1994 Repair ‘COUPLER COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1994 Repair ‘DOOR COMPLETE’.
20.10.1994 Repair ‘SIDE MEMBER’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1994 Repair ‘DOOR COMPLETE’.
15.11.1994 Repair ‘SIDE MEMBER’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘BRAKE BLOCK RB95’.
25.01.1995 Repair ‘DOOR COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1995 Repair ‘DOOR COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1995 Repair ‘DOOR COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

ENHA 5

Details: wagon ‘ENHA 5 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 03.03.1995
Due Triple Valve: 12.11.1992
Last Triple Valve: 05.08.1994
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 03.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘WHEEL SET’.
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18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE SIDEFRAME’.
18.01.1991 Repair ‘BRAKE BLOCK RB101’.
18.01.1991 Repair ‘BRAKE SPRING’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Repair ‘SIDE BEARER’.
18.01.1991 Repair ‘TOP CENTRE PLATE’.
18.01.1991 Repair ‘WHEEL SET’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘DOOR HINGES AND PINS’.
06.05.1991 Repair ‘DOOR LOCK MECHANISM’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘BRAKE LEVER’.
26.06.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘END FRAME MEMBER’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘END BRAKE COCK’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘TRAIN PIPE’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
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18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘DISCHARGE DOOR’.
18.12.1991 Repair ‘DOOR HINGES AND PINS’.
18.12.1991 Repair ‘DOOR LOCK MECHANISM’.
18.12.1991 Repair ‘DOOR OPENING MECHANISM’.
18.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE RETARE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘DOOR OPENING MECHANISM’.
19.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BRAKE BLOCK RB95’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.10.1992 Repair ‘DOOR COMPLETE’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
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06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Repair ‘SIDE SHEET’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1993 Repair ‘BOGIE COMPLETE’.
08.01.1993 Repair ‘BRAKE BLOCK RB95’.
08.01.1993 Repair ‘COUPLER COMPLETE’.
08.01.1993 Repair ‘DOOR COMPLETE’.
08.01.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘DOOR COMPLETE’.
08.02.1994 Repair ‘DOOR HINGES AND PINS’.
08.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1994 Repair ‘BOGIE COMPLETE’.
25.02.1994 Repair ‘BRAKE BLOCK RB95’.
25.02.1994 Repair ‘BRAKE LEVER’.
25.02.1994 Repair ‘DOOR COMPLETE’.
25.02.1994 Repair ‘END COMPLETE’.
25.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1994 Repair ‘UNDERFRAME COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1994 Repair ‘BOGIE COMPLETE’.

5550



2.261. Wagon classification starting with ‘ENH’

04.05.1994 Repair ‘BRAKE BLOCK RB95’.
04.05.1994 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘DOOR COMPLETE’.
04.05.1994 Repair ‘DOOR HINGES AND PINS’.
04.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.05.1994 Repair ‘SIDE BEARER’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR HINGES AND PINS’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘BODY COMPLETE’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘BRAKE LEVER’.
04.07.1994 Repair ‘DOOR COMPLETE’.
04.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘SIDE BEARER’.
04.07.1994 Repair ‘UNDERFRAME COMPLETE’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BRAKE BLOCK RB95’.
04.08.1994 Repair ‘BRAKE LEVER’.
04.08.1994 Repair ‘BRANCH PIPE’.
04.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.08.1994 Repair ‘DOOR COMPLETE’.
04.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1994 Repair ‘ISOLATING COCK’.
04.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BRAKE BLOCK RB95’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘SIDE MEMBER’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1994 Repair ‘DOOR COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘DOOR COMPLETE’.
19.12.1994 Repair ‘DOOR LOCK MECHANISM’.
19.12.1994 Repair ‘SIDE MEMBER’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
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03.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1995 Repair ‘DOOR COMPLETE’.

ENHA 6

Details: wagon ‘ENHA 6 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 28.02.1995
Due Triple Valve: 24.06.1995
Last Brake Cylinder: 05.08.1994
Last Single Car Test: 01.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR HINGES AND PINS’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘DISCHARGE DOOR’.
09.04.1991 Repair ‘DOOR HINGES AND PINS’.
09.04.1991 Repair ‘DOOR LOCK MECHANISM’.
09.04.1991 Repair ‘DOOR OPENING MECHANISM’.
09.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘WHEEL SET’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1991 Repair ‘BRAKE LEVER’.
08.07.1991 Repair ‘BRAKE PIN’.
08.07.1991 Repair ‘DOOR OPENING MECHANISM’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DISCHARGE DOOR’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DOOR OPENING MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
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12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘DOOR HINGES AND PINS’.
16.12.1991 Repair ‘DOOR LOCK MECHANISM’.
16.12.1991 Repair ‘DOOR OPENING MECHANISM’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘VEHICLE RETARE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DOOR COMPLETE’.
31.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BOGIE WEAR PLATES’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘WHEEL SET’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘DOOR COMPLETE’.
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18.06.1992 Repair ‘DOOR SEAL’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘DOOR COMPLETE’.
01.09.1992 Repair ‘DOOR OPENING MECHANISM’.
01.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘SIDE MEMBER’.
05.11.1992 Repair ‘SIDE SHEET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR HINGES AND PINS’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘SIDE BEARER’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘DOOR HINGES AND PINS’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘SIDE BEARER’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
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09.02.1994 Repair ‘DOOR COMPLETE’.
09.02.1994 Repair ‘DOOR HINGES AND PINS’.
09.02.1994 Repair ‘DOOR OPENING MECHANISM’.
09.02.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.03.1994 Repair ‘COUPLER COMPLETE’.
07.03.1994 Repair ‘DOOR COMPLETE’.
07.03.1994 Repair ‘DOOR HINGES AND PINS’.
07.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DOOR COMPLETE’.
07.04.1994 Repair ‘DOOR HINGES AND PINS’.
07.04.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.04.1994 Repair ‘SIDE BEARER’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘DOOR COMPLETE’.
23.05.1994 Repair ‘DOOR HINGES AND PINS’.
23.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘SIDE MEMBER’.
23.05.1994 Repair ‘SIDE SHEET’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1994 Repair ‘BOGIE COMPLETE’.
30.05.1994 Repair ‘BRAKE BLOCK RB95’.
30.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.05.1994 Repair ‘COUPLER COMPLETE’.
30.05.1994 Repair ‘DOOR COMPLETE’.
30.05.1994 Repair ‘DOOR HINGES AND PINS’.
30.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BODY COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘BRAKE BLOCK RB95’.
29.06.1994 Repair ‘BRAKE LEVER’.
29.06.1994 Repair ‘DOOR COMPLETE’.
29.06.1994 Repair ‘DOOR COVERING’.
29.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1994 Repair ‘UNDERFRAME COMPLETE’.
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29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘BRAKE BLOCK RB95’.
29.07.1994 Repair ‘BRAKE LEVER’.
29.07.1994 Repair ‘DOOR COMPLETE’.
29.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘DOOR COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘DOOR COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘BRAKE BLOCK RB95’.
05.12.1994 Repair ‘DOOR COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘DOOR COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BRAKE BLOCK RB95’.
30.01.1995 Repair ‘DOOR COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1995 Repair ‘DOOR COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.

ENHA 7

Details: wagon ‘ENHA 7 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-12
Date Built: 01.01.1967
Operating System: AN
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Intended Use: GENERAL
Remarks: EX NHA
BSG Code: FEHZ

Capacity of 30.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: SP SV
Return to Service Date: 06.03.1995
Last Triple Valve: 06.03.1991
Last Brake Cylinder: 23.09.1994
Last Single Car Test: 07.03.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘CENTRE SILL’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DOOR HINGES AND PINS’.
06.03.1991 Repair ‘DOOR LOCK MECHANISM’.
06.03.1991 Repair ‘DOOR OPENING MECHANISM’.
06.03.1991 Repair ‘DRAFT GEAR POCKET’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘END COMPLETE’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘SIDE COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘DISCHARGE DOOR’.
23.04.1991 Repair ‘DOOR HINGES AND PINS’.
23.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE BEARERS’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.

5558



2.261. Wagon classification starting with ‘ENH’

01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘SIDE BEARER’.
01.07.1991 Repair ‘TOP CENTRE PLATE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BOLSTER’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BODY COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR COMPLETE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘UNDERFRAME COMPLETE’.
09.10.1991 Repair ‘YOKE COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘DOOR HINGES AND PINS’.
17.12.1991 Repair ‘DOOR LOCK MECHANISM’.
17.12.1991 Repair ‘DOOR OPENING MECHANISM’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Repair ‘VEHICLE RETARE’.
17.12.1991 Repair ‘VEHICLE STENCILS’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DOOR COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘COUPLER COMPLETE’.
08.05.1992 Repair ‘DOOR COMPLETE’.
08.05.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DOOR COMPLETE’.
20.10.1992 Repair ‘DOOR OPENING MECHANISM’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘SIDE MEMBER’.
20.10.1992 Repair ‘SIDE SHEET’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘DOOR HINGES AND PINS’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘DOOR COMPLETE’.
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08.04.1993 Repair ‘DOOR HINGES AND PINS’.
08.04.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK OTHER’.
21.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘DOOR HINGES AND PINS’.
21.04.1993 Repair ‘DOOR OPENING MECHANISM’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR COMPLETE’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR HINGES AND PINS’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1994 Repair ‘HITCH COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BODY COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE LEVER’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘SIDE BEARER’.
07.02.1994 Repair ‘UNDERFRAME COMPLETE’.
07.02.1994 Repair ‘YOKE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRAKE LEVER’.
15.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1994 Repair ‘DOOR COMPLETE’.
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15.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1994 Repair ‘SIDE BEARER’.
15.02.1994 Repair ‘UNDERFRAME COMPLETE’.
15.02.1994 Repair ‘WEAR PLATES & SADDLES’.
15.02.1994 Repair ‘YOKE COMPLETE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BEARERS’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘DOOR COMPLETE’.
15.03.1994 Repair ‘DOOR HINGES AND PINS’.
15.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1994 Repair ‘SIDE BEARER’.
15.03.1994 Repair ‘SIDE MEMBER’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘DOOR COMPLETE’.
14.04.1994 Repair ‘DOOR HINGES AND PINS’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘DOOR COMPLETE’.
18.05.1994 Repair ‘DOOR HINGES AND PINS’.
18.05.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘DOOR COMPLETE’.
16.06.1994 Repair ‘DOOR HINGES AND PINS’.
16.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BODY COMPLETE’.
19.07.1994 Repair ‘BRAKE BLOCK RB95’.
19.07.1994 Repair ‘BRAKE LEVER’.
19.07.1994 Repair ‘DOOR COMPLETE’.
19.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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19.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘DOOR COMPLETE’.
23.09.1994 Repair ‘EMPTY LOAD VALVE’.
23.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1994 Repair ‘SIDE MEMBER’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘DOOR COMPLETE’.
06.10.1994 Repair ‘EMPTY LOAD VALVE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘DOOR COMPLETE’.
25.10.1994 Repair ‘SIDE MEMBER’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘DOOR COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1995 Repair ‘DOOR COMPLETE’.
06.03.1995 Repair ‘SIDE SHEET’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.

ENHB 55

Details: wagon ‘ENHB 55 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 18.05.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 29.02.1996
Due Triple Valve: 26.08.1989
Last Brake Cylinder: 20.09.1990
Last Single Car Test: 27.10.1995
Last Lift: 07.12.1981

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

02.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 55 M’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 55 M’
05.03.1990 Repair ‘HANDRAILS END’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 55 M’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
26.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AHGX 55 M’
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 55 M’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 55 M’
09.11.1990 Repair ‘DISCHARGE DOOR’.
09.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 55 M’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.11.1990 Repair ‘STEP’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 55 M’
11.05.1991 Repair ‘END BRAKE COCK’.
11.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 55 M’
02.08.1991 Repair ‘VEHICLE COMPLETE’.

5564



2.261. Wagon classification starting with ‘ENH’

02.08.1991 Repair ‘VEHICLE STENCILS’.
02.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHGX 55 M’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
15.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
15.10.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AHGX 55 M’
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 55 M’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE ADAPTER’.
08.01.1993 Repair ‘BRAKE LEVER’.
08.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE ADAPTER’.
26.01.1993 Repair ‘BRAKE LEVER’.
26.01.1993 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
12.05.1993 Repair ‘BRANCH PIPE’.
21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘DOOR COMPLETE’.
21.10.1994 Repair ‘EMPTY LOAD VALVE’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE BOLSTER’.
27.10.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘BOGIE SIDEFRAME’.
27.10.1995 Repair ‘BRAKE BLOCK RB95’.
27.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘SIDE BEARER’.

ENHB 69

Details: wagon ‘ENHB 69 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
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Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 21.08.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 02.08.1996
Last Triple Valve: 10.06.1993
Last Brake Cylinder: 13.06.1990
Last Single Car Test: 19.10.1995
Last Lift: 04.09.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

21.09.1989 Repair ‘DOOR SEAL’.
21.09.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 69 K’
16.10.1989 Repair ‘HANDRAILS’.
16.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 69 K’
05.12.1989 Repair ‘HANDRAILS’.
05.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 69 K’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
09.04.1990 Repair ‘SIDE STEP’.
09.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 69 K’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 69 K’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 69 K’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
16.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 69 K’
28.06.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘VEHICLE STENCILS’.
28.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHGX 69 K’
07.08.1991 Repair ‘HANDRAILS’.
07.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 69 K’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 69 K’
30.07.1992 Repair ‘HANDRAILS’.
30.07.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 69 K’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
15.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
15.10.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AHGX 69 K’
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 69 K’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘BRAKE SPRING’.
27.04.1993 Repair ‘BRANCH PIPE’.
27.04.1993 Repair ‘BRANCH PIPE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘DOOR HOPPER LOADING’.
27.04.1993 Repair ‘DOOR HOPPER LOADING’.
27.04.1993 Repair ‘DUMMY - TV HOSE, ROADRAILER’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PULL ROD’.
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10.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘DOOR COMPLETE’.
03.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1994 Repair ‘BOGIE BOLSTER’.
03.11.1994 Repair ‘BOGIE COMPLETE’.
03.11.1994 Repair ‘BOGIE SIDEFRAME’.
03.11.1994 Repair ‘DISCHARGE DOOR’.
03.11.1994 Repair ‘DOOR COMPLETE’.
03.11.1994 Repair ‘DOOR OPENING MECHANISM’.
03.11.1994 Repair ‘DOOR SEAL’.
03.11.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1994 Repair ‘STEP’.
03.11.1994 Repair ‘WHEEL SET’.
19.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1995 Repair ‘BOGIE BOLSTER’.
19.10.1995 Repair ‘BOGIE COMPLETE’.
19.10.1995 Repair ‘BOGIE SIDEFRAME’.
19.10.1995 Repair ‘DOOR COMPLETE’.
19.10.1995 Repair ‘SIDE BEARER’.
19.10.1995 Repair ‘WHEEL SET’.

ENHB 74

Details: wagon ‘ENHB 74 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43110
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.09.1979
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 30.07.1996
Due Triple Valve: 10.12.1989
Last Triple Valve: 25.05.1994
Last Brake Cylinder: 01.06.1993
Last Single Car Test: 30.08.1995
Last Lift: 19.02.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘END BRAKE COCK’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
22.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 74 T’
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 74 T’
16.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 74 T’
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 74 T’
25.01.1990 Repair ‘STEP’.
25.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 74 T’
18.02.1990 Repair ‘HANDRAILS END’.
18.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 74 T’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
20.10.1990 Repair ‘HANDRAILS END’.
20.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 74 T’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
28.12.1990 Repair ‘STEP’.
28.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 74 T’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘DISCHARGE DOOR’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘HANDRAILS’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 74 T’
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHGX 74 T’
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 74 T’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
15.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
15.10.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AHGX 74 T’
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 74 T’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BRAKE LEVER’.
08.01.1993 Repair ‘BRAKE SPRING’.
08.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.01.1993 Repair ‘WHEEL SET’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BRAKE LEVER’.
25.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRAKE SPRING’.
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE CONTROL PIPE’.
26.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘DOOR OPENING MECHANISM’.
01.06.1993 Repair ‘HANDRAILS’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘COUPLER KNUCKLE’.
01.03.1994 Repair ‘DISCHARGE DOOR’.
01.03.1994 Repair ‘DOOR HOPPER LOADING’.
01.03.1994 Repair ‘EMPTY LOAD VALVE’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘DISCHARGE DOOR’.
27.06.1994 Repair ‘DOOR COMPLETE’.
27.06.1994 Repair ‘DOOR OPENING MECHANISM’.
27.06.1994 Repair ‘DOOR SEAL’.
27.06.1994 Repair ‘STEP’.
30.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1995 Repair ‘BOGIE COMPLETE’.
30.08.1995 Repair ‘DOOR COMPLETE’.
30.08.1995 Repair ‘DOOR HOPPER LOADING’.
30.08.1995 Repair ‘WHEEL SET’.

ENHB 86

Details: wagon ‘ENHB 86 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.06.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 23.09.1996
Last Brake Cylinder: 05.09.1989
Last Single Car Test: 07.10.1995
Last Lift: 23.07.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

31.08.1989 Repair ‘DOOR SEAL’.
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31.08.1989 Issued at location ‘Tailem bend’ with a previous code of wagon
‘AHGX 86 W’

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘DOOR COVERING’.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 86 W’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘STEP’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHGX 86 W’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Repair ‘TRAIN PIPE (END)’.
05.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AHGX 86 W’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.04.1991 Repair ‘TRAIN PIPE’.
08.04.1991 Repair ‘VEHICLE STENCILS’.
08.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 86 W’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1991 Repair ‘END BRAKE COCK’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Repair ‘VEHICLE STENCILS’.
23.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 86 W’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARINGS’.
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Repair ‘TRAIN PIPE (END)’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 86 W’
11.05.1992 Repair ‘HANDRAILS’.
11.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 86 W’
14.07.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
14.07.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 86 W’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
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07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon
‘AHGX 86 W’

14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’
PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BEARERS’.
20.05.1993 Repair ‘BOGIE BOLSTER’.
20.05.1993 Repair ‘BRANCH PIPE’.
20.05.1993 Repair ‘DISCHARGE DOOR’.
20.05.1993 Repair ‘END BRAKE COCK’.
20.05.1993 Repair ‘END HOSE’.
20.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1993 Repair ‘SIDE BEARER’.
20.05.1993 Repair ‘WHEEL SET’.
13.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘DOOR COMPLETE’.
13.04.1995 Repair ‘DOOR HOPPER LOADING’.
13.04.1995 Repair ‘GRADE CONTROL VALVE’.
07.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1995 Repair ‘BOGIE COMPLETE’.
07.10.1995 Repair ‘DOOR COMPLETE’.
07.10.1995 Repair ‘LADDER’.

ENHB 96

Details: wagon ‘ENHB 96 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 29.08.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

5573



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 04.10.1996
Due Triple Valve: 01.09.1989
Last Single Car Test: 27.04.1995
Last Lift: 04.09.1987

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

01.09.1989 Repair ‘STEP’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 96 H’
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 96 H’
11.10.1989 Repair ‘HANDRAILS’.
11.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
26.10.1989 Repair ‘HANDRAILS’.
26.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
10.11.1989 Repair ‘HANDRAILS’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 96 H’
19.12.1989 Repair ‘HANDRAILS’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 96 H’
08.01.1990 Repair ‘BRAKE BLOCK RB95’.
08.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 96 H’
27.01.1990 Repair ‘HANDRAILS’.
27.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 96 H’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
09.04.1990 Repair ‘SIDE STEP’.
09.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
12.10.1990 Repair ‘HANDRAILS’.
12.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
21.11.1990 Repair ‘VEHICLE COMPLETE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHGX 96 H’
19.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1991 Repair ‘COUPLER KNUCKLE’.
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19.01.1991 Repair ‘DISCHARGE DOOR’.
19.01.1991 Repair ‘EMPTY LOAD VALVE’.
19.01.1991 Repair ‘GRADE CONTROL VALVE’.
19.01.1991 Repair ‘VEHICLE COMPLETE’.
19.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 96 H’
06.08.1991 Repair ‘HANDRAILS’.
06.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 96 H’
07.11.1991 Repair ‘HANDRAILS END’.
07.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
11.12.1991 Repair ‘HANDRAILS’.
11.12.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
05.05.1992 Repair ‘HANDRAILS’.
05.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 96 H’
14.07.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
14.07.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 96 H’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 96 H’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE CONTROL PIPE’.
25.03.1993 Repair ‘BRAKE SPRING’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Repair ‘TRAIN PIPE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
06.12.1993 Repair ‘DOOR SEAL’.
06.12.1993 Repair ‘DOOR SEAL’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘DISCHARGE DOOR’.
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05.07.1994 Repair ‘DOOR COMPLETE’.
05.07.1994 Repair ‘DOOR OPENING MECHANISM’.
21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘DOOR COMPLETE’.
27.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘BRANCH PIPE’.
27.04.1995 Repair ‘DOOR COMPLETE’.
27.04.1995 Repair ‘DOOR HOPPER LOADING’.
27.04.1995 Repair ‘DOOR OPENING MECHANISM’.
27.04.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1995 Repair ‘RELAY VALVE’.
27.04.1995 Repair ‘TRAIN PIPE’.

ENHB 102

Details: wagon ‘ENHB 102 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 26.09.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 06.08.1996
Due Triple Valve: 01.12.1990
Last Brake Cylinder: 17.11.1988
Last Single Car Test: 27.10.1995
Last Lift: 17.12.1985

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.
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26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 102 V’
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
04.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 102 V’
06.11.1989 Repair ‘DOOR SEAL’.
06.11.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 102 V’
09.01.1990 Repair ‘STEP’.
09.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 102 V’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
16.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 102 V’
13.08.1991 Repair ‘STEP’.
13.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 102 V’
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE STENCILS’.
30.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AHGX 102 V’
14.07.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
14.07.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 102 V’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 102 V’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BRAKE CONTROL PIPE’.
11.05.1993 Repair ‘END BRAKE COCK’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1994 Repair ‘COUPLER KNUCKLE’.
02.08.1994 Repair ‘DISCHARGE DOOR’.
02.08.1994 Repair ‘EMPTY LOAD VALVE’.
02.08.1994 Repair ‘SIDE BEARER’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.10.1995 Repair ‘BOGIE BOLSTER’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘BOGIE SIDEFRAME’.
27.10.1995 Repair ‘DOOR COMPLETE’.

ENHB 104

Details: wagon ‘ENHB 104 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $43460
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 20.10.1980
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 05.03.1996
Last Triple Valve: 15.09.1994
Last Brake Cylinder: 07.10.1988
Last Single Car Test: 25.05.1995
Last Lift: 01.12.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

14.08.1989 Repair ‘DOOR SEAL’.
14.08.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 104 Q’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘DISCHARGE DOOR’.
01.11.1989 Repair ‘DOOR SEAL’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
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01.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 104 Q’
01.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AHGX 104 Q’
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
02.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
14.02.1990 Repair ‘HANDRAILS’.
14.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
23.03.1990 Repair ‘HANDRAILS’.
23.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 104 Q’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
24.01.1991 Repair ‘HOSE FITTINGS’.
24.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
08.02.1991 Repair ‘HANDRAILS’.
08.02.1991 Repair ‘HANDRAILS’.
08.02.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
18.10.1991 Repair ‘HANDRAILS’.
18.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
08.08.1992 Repair ‘HANDRAILS’.
08.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 104 Q’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 104 Q’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘WHEEL SET’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘WHEEL SET’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘BRANCH PIPE’.
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04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE FULCRUM BRACKET’.
04.05.1994 Repair ‘BRAKE LEVER’.
04.05.1994 Repair ‘BRAKE PULL ROD’.
04.05.1994 Repair ‘DOOR HOPPER LOADING’.
04.05.1994 Repair ‘DOOR OPENING MECHANISM’.
04.05.1994 Repair ‘DOOR ROLLER’.
04.05.1994 Repair ‘DOOR SEAL’.
04.05.1994 Repair ‘EMPTY LOAD VALVE’.
04.05.1994 Repair ‘END BOARDS’.
04.05.1994 Repair ‘LADDER’.
04.05.1994 Repair ‘ROOF BOARDS’.
04.05.1994 Repair ‘SLOPE SHEET’.
04.05.1994 Repair ‘STEP’.
04.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1994 Repair ‘WHEEL SET’.
04.05.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE BOLSTER’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘DISCHARGE DOOR’.
30.06.1994 Repair ‘DOOR COMPLETE’.
30.06.1994 Repair ‘DOOR OPENING MECHANISM’.
30.06.1994 Repair ‘DOOR SEAL’.
30.06.1994 Repair ‘SIDE BEARER’.
15.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1994 Repair ‘BOGIE COMPLETE’.
15.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.09.1994 Repair ‘DISCHARGE DOOR’.
15.09.1994 Repair ‘DOOR HOPPER LOADING’.
25.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1995 Repair ‘BOGIE BEARERS’.
25.05.1995 Repair ‘BOGIE BOLSTER’.
25.05.1995 Repair ‘BOGIE COMPLETE’.
25.05.1995 Repair ‘BOGIE FRICTION WEDGE’.
25.05.1995 Repair ‘DISCHARGE DOOR’.
25.05.1995 Repair ‘DOOR COMPLETE’.
25.05.1995 Repair ‘DOOR FRAME’.
25.05.1995 Repair ‘DOOR OPENING MECHANISM’.
25.05.1995 Repair ‘DOOR SEAL’.
25.05.1995 Repair ‘HANDRAILS END’.
25.05.1995 Repair ‘WHEEL SET’.

ENHB 111

Details: wagon ‘ENHB 111 U’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 28.06.1995
Last Brake Cylinder: 25.06.1993
Last Single Car Test: 28.06.1995
Last Lift: 10.10.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

30.10.1989 Repair ‘DOOR SEAL’.
30.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 111 U’
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 111 U’
06.03.1990 Repair ‘STEP’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 111 U’
31.03.1990 Repair ‘DOOR HINGES AND PINS’.
31.03.1990 Repair ‘SIDE STEP’.
31.03.1990 Repair ‘STEP’.
31.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 111 U’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Repair ‘HANDRAILS END’.
27.04.1990 Repair ‘STEP’.
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27.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 111 U’
27.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 111 U’
27.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 111 U’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
16.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 111 U’
20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘EMPTY LOAD VALVE’.
20.04.1991 Repair ‘GRADE CONTROL VALVE’.
20.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 111 U’
28.09.1991 Repair ‘HANDRAILS END’.
28.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 111 U’
01.04.1992 Repair ‘HANDRAILS’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 111 U’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 111 U’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘BRAKE SPRING’.
25.06.1993 Repair ‘BRANCH PIPE’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘DISCHARGE DOOR’.
25.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘DISCHARGE DOOR’.
24.08.1993 Repair ‘DOOR COMPLETE’.
24.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘DOOR COMPLETE’.
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30.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1993 Repair ‘WHEEL SET’.
30.09.1993 Repair ‘YOKE COMPLETE’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.

ENHB 115

Details: wagon ‘ENHB 115 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2
Original Cost: $59220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 16.07.1981
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 04.10.1996
Last Brake Cylinder: 11.04.1989
Last Single Car Test: 20.05.1994
Last Lift: 30.09.1986

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,
AHHE, AHHH, AHDL. (GRAINP)’.

28.08.1989 Repair ‘STEP’.
28.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
06.09.1989 Repair ‘STEP’.
06.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
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30.10.1989 Repair ‘DOOR SEAL’.
30.10.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 115 K’
03.12.1989 Repair ‘HANDRAILS’.
03.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
31.01.1990 Repair ‘HANDRAILS’.
31.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
04.02.1990 Repair ‘HANDRAILS’.
04.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
13.03.1990 Repair ‘STEP’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 115 K’
20.03.1990 Repair ‘HANDRAILS’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 115 K’
31.03.1990 Repair ‘STEP’.
31.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 115 K’
06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.

(RS4493)’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘DISCHARGE DOOR’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 115 K’
20.09.1990 Repair ‘SIDE STEP’.
20.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
24.09.1990 Repair ‘END BRAKE COCK’.
24.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 115 K’
18.10.1990 Repair ‘HANDRAILS’.
18.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
22.10.1990 Repair ‘SIDE STEP’.
22.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
20.11.1990 Repair ‘STEP’.
20.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 115 K’
26.11.1990 Repair ‘DISCHARGE DOOR’.
26.11.1990 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 115 K’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE CONTROL PIPE’.
26.02.1991 Repair ‘BRANCH PIPE’.
26.02.1991 Repair ‘VEHICLE COMPLETE’.
26.02.1991 Repair ‘VEHICLE COMPLETE’.
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26.02.1991 Repair ‘WHEEL SET’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 115 K’
21.08.1991 Repair ‘LADDER’.
21.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 115 K’
06.01.1992 Repair ‘BRAKE LEVER’.
06.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 115 K’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 115 K’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE CONTROL PIPE’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘BOGIE COMPLETE’.
20.05.1994 Repair ‘BRAKE PULL ROD’.
20.05.1994 Repair ‘CARD OR CLIP HOLDER’.
20.05.1994 Repair ‘COUPLER COMPLETE’.
20.05.1994 Repair ‘DISCHARGE DOOR’.
20.05.1994 Repair ‘DOOR COMPLETE’.
20.05.1994 Repair ‘DOOR OPENING MECHANISM’.
20.05.1994 Repair ‘DOOR SEAL’.
20.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.05.1994 Repair ‘EMPTY LOAD VALVE’.
20.05.1994 Repair ‘END COMPLETE’.
20.05.1994 Repair ‘HANDRAILS END’.
20.05.1994 Repair ‘LADDER’.
20.05.1994 Repair ‘ROOF COMPLETE’.
20.05.1994 Repair ‘SLOPE SHEET’.
20.05.1994 Repair ‘STEP’.
20.05.1994 Repair ‘VEHICLE STENCILS’.
20.05.1994 Repair ‘WHEEL SET’.
20.05.1994 Repair ‘YOKE COMPLETE’.

ENHB 121

Details: wagon ‘ENHB 121 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N/B+S
Bogie Configuration: 2X2

5585



2. TIMS GROUP INFORMATION - WAGONS

Original Cost: $55010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB H-1
Date Built: 02.06.1983
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX AHGX
BSG Code: FEHG

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 26.07.1996
Last Brake Cylinder: 30.08.1988
Last Single Car Test: 02.11.1995
Last Lift: 02.06.1983

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

05.08.1988 Alteration complete ‘EXAMINE AND SERVICE HOPPER DISCHARGE
DOORS AND HATCH DOORS. ‘AHGX’ ‘AHDL‘-’AHHE‘-’AHHH’ CLASS HOPPER
WAGONS (OS001)’.

03.07.1989 Repair ‘HANDRAILS’.
03.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 121 F’
03.08.1989 Repair ‘DOOR SEAL’.
03.08.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AHGX 121 F’
08.08.1989 Alteration complete ‘GRAIN PROOFING OF GRAIN HOPPERS. AHGX,

AHHE, AHHH, AHDL. (GRAINP)’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.08.1989 Repair ‘BRAKE PULL ROD’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 121 F’
29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 121 F’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BEARINGS’.
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Repair ‘BRAKE PULL ROD’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Repair ‘WHEEL SET’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AHGX 121 F’
19.12.1989 Repair ‘HANDRAILS’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 121 F’
25.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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25.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AHGX 121 F’

06.04.1990 Alteration ‘FIT SUPPORT BRACKETS FOR LOADING HATCHES. AHGX.
(RS4493)’.

26.08.1990 Repair ‘BRAKE BLOCK RB95’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AHGX 121 F’
12.11.1990 Alteration complete ‘SERVICING OF HOPPER DOORS.

AHGX,AHHE,AHHY,AHDL- CLASS WAGONS (GRAINS)’.
01.02.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 121 F’
17.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AHGX 121 F’
20.08.1992 Alteration complete ‘RECLASSIFY (3) NO. ‘AHGX’ ON E.P. LINES TO

ENHB86W, ENHB96H & ENHB102V (RS4723)’. New class: ‘ENHB’.
07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
07.10.1992 Issued at location ‘Port Lincoln’ with a previous code of wagon

‘AHGX 121 F’
14.12.1992 Alteration ‘REWORK EXISTING BRAKE CYLINDER PIPE AN DFIT 1’

PRESSURE REDUCING REGULATOR AND 1/2’ NON-RETURN VALVE AS PER
ATTACHED DIAGRAM. ENHB ALL. (RS4758)’.

16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE CONTROL PIPE’.
16.02.1994 Repair ‘BRANCH PIPE’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE BOLSTER’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BOGIE SIDEFRAME’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘DOOR HOPPER LOADING’.

ENHG 1

Details: wagon ‘ENHG 1 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 26.04.1957
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Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM TWO BA HOPPERS
BSG Code: FEHG

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 09.10.1996
Due Triple Valve: 26.09.1995
Last Triple Valve: 05.01.1995
Last Brake Cylinder: 16.05.1991
Last Single Car Test: 06.10.1995
Last Lift: 05.03.1981

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.02.1991 Repair ‘WHEEL SET’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BOLSTER’.
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.05.1991 Repair ‘HANDRAILS END’.
08.05.1991 Repair ‘LADDER’.
08.05.1991 Repair ‘ROOF COMPLETE’.
08.05.1991 Repair ‘STEP’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘WHEEL SET’.
26.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1994 Repair ‘BOGIE COMPLETE’.
26.09.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.09.1994 Repair ‘DOOR COMPLETE’.
26.09.1994 Repair ‘WHEEL SET’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘BOGIE COMPLETE’.
05.01.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘DOOR OPENING MECHANISM’.
03.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1995 Repair ‘BOGIE COMPLETE’.
03.02.1995 Repair ‘DOOR COMPLETE’.
03.02.1995 Repair ‘END HOSE’.
03.02.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1995 Repair ‘BOGIE COMPLETE’.
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06.10.1995 Repair ‘BOGIE WEAR PLATES’.
06.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.10.1995 Repair ‘DOOR COMPLETE’.
06.10.1995 Repair ‘YOKE CARRIER’.
06.10.1995 Repair ‘YOKE COMPLETE’.

ENHG 2

Details: wagon ‘ENHG 2 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 03.05.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 5 & 12
BSG Code: FEHG

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 01.12.1995
Last Triple Valve: 02.04.1991
Last Single Car Test: 11.03.1994
Last Lift: 14.08.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

28.03.1991 Repair ‘DOOR COVERING’.
28.03.1991 Repair ‘HANDRAILS END’.
28.03.1991 Repair ‘STEP’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘YOKE CARRIER’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER COMPLETE’.
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10.09.1993 Repair ‘DOOR COMPLETE’.
10.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.09.1993 Repair ‘WHEEL SET’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘COUPLER KNUCKLE’.
11.03.1994 Repair ‘DOOR COMPLETE’.
11.03.1994 Repair ‘DOOR OPENING MECHANISM’.
11.03.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.03.1994 Repair ‘YOKE PIN’.

ENHG 3

Details: wagon ‘ENHG 3 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 03.05.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 6 & 13
BSG Code: FEHG

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Last Triple Valve: 24.05.1991
Last Single Car Test: 21.04.1995
Last Lift: 14.08.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1991 Repair ‘BOGIE SIDEFRAME’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘DOOR OPENING MECHANISM’.
20.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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20.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1991 Repair ‘SIDE BEARER’.
02.04.1991 Repair ‘WEAR PLATES & SADDLES’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BRANCH PIPE’.
24.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.05.1991 Repair ‘DOOR COMPLETE’.
24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1991 Repair ‘ROOF COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1991 Repair ‘HANDRAILS END’.
05.06.1991 Repair ‘LADDER’.
05.06.1991 Repair ‘STEP’.
05.06.1991 Repair ‘WEAR PLATES & SADDLES’.
05.06.1991 Repair ‘YOKE CARRIER’.
05.06.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE BLOCK RB95’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘SIDE BEARER’.
31.05.1993 Repair ‘WHEEL SET’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘DOOR COMPLETE’.
30.09.1993 Repair ‘UNDERFRAME COMPLETE’.
30.09.1993 Repair ‘WHEEL SET’.
21.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘BRANCH PIPE’.
21.04.1995 Repair ‘DOOR COMPLETE’.
21.04.1995 Repair ‘TRAIN PIPE’.

ENHG 4

Details: wagon ‘ENHG 4 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 22.11.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 4 & 10
BSG Code: FEHG

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 07.02.1996
Due Triple Valve: 17.10.1996
Last Single Car Test: 22.06.1994
Last Lift: 17.10.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.02.1991 Repair ‘WHEEL SET’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘DISCHARGE DOOR’.
26.03.1991 Repair ‘END BRAKE COCK’.
26.03.1991 Repair ‘TRAIN PIPE (END)’.
26.03.1991 Repair ‘WEAR PLATES & SADDLES’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.05.1991 Repair ‘DOOR SEAL’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BEARERS’.
06.05.1993 Repair ‘BOGIE BOLSTER’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BOGIE WEAR PLATES’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘SIDE BEARER’.
06.05.1993 Repair ‘WHEEL SET’.
06.05.1993 Repair ‘YOKE CARRIER’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BOLSTER’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BRAKE LEVER’.
10.01.1994 Repair ‘DISCHARGE DOOR’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘WHEEL SET’.
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22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘DISCHARGE DOOR’.
22.06.1994 Repair ‘DOOR HOPPER LOADING’.
22.06.1994 Repair ‘WHEEL SET’.

ENHG 5

Details: wagon ‘ENHG 5 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 06.08.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 3 & 9
BSG Code: FEHG

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 21.02.1996
Last Single Car Test: 17.10.1995
Last Lift: 14.08.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.02.1991 Repair ‘WHEEL SET’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘DOOR OPENING MECHANISM’.
17.04.1991 Repair ‘YOKE COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.06.1991 Repair ‘DOOR SEAL’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.01.1992 Repair ‘BODY COMPLETE’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘DISCHARGE DOOR’.
21.08.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘DISCHARGE DOOR’.
08.01.1993 Repair ‘DOOR SEAL’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘DOOR OPENING MECHANISM’.
25.01.1993 Repair ‘DOOR SEAL’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘WHEEL SET’.
24.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1994 Repair ‘BOGIE BOLSTER’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
24.02.1994 Repair ‘BOGIE FRICTION WEDGE’.
24.02.1994 Repair ‘BOGIE SIDEFRAME’.
24.02.1994 Repair ‘BOGIE SPRING’.
24.02.1994 Repair ‘DOOR COMPLETE’.
24.02.1994 Repair ‘SIDE BEARER’.
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘WHEEL SET’.
17.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1995 Repair ‘BOGIE COMPLETE’.
17.10.1995 Repair ‘DOOR COMPLETE’.
17.10.1995 Repair ‘STEP’.
17.10.1995 Repair ‘WEAR PLATES & SADDLES’.

ENHG 6

Details: wagon ‘ENHG 6 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 15.05.1957
Operating System: AN
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Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 7 & 11
BSG Code: FEHG

Capacity of 34 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 24.05.1996
Last Triple Valve: 16.05.1991
Last Single Car Test: 22.08.1994
Last Lift: 26.08.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.02.1991 Repair ‘WHEEL SET’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘ROOF COMPLETE’.
14.06.1991 Repair ‘YOKE COMPLETE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE PULL ROD’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘DISCHARGE DOOR’.
10.09.1993 Repair ‘DOOR HOPPER LOADING’.
10.09.1993 Repair ‘DOOR SEAL’.
10.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.09.1993 Repair ‘SIDE STEP’.
10.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Repair ‘WHEEL SET’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘DOOR COMPLETE’.
22.08.1994 Repair ‘HANDRAILS END’.
22.08.1994 Repair ‘ROOF BOARDS’.

ENHG 7

Details: wagon ‘ENHG 7 K’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 03.05.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 2 & 8
BSG Code: FEHG

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 01.02.1996
Last Triple Valve: 07.05.1991
Last Brake Cylinder: 08.09.1993
Last Single Car Test: 06.07.1995
Last Lift: 09.09.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BODY COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘DISCHARGE DOOR’.
07.05.1991 Repair ‘DOOR SEAL’.
07.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1991 Repair ‘END BRAKE COCK’.
07.05.1991 Repair ‘END COMPLETE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘LADDER’.
07.05.1991 Repair ‘ROOF COMPLETE’.
07.05.1991 Repair ‘STEP’.
07.05.1991 Repair ‘TRAIN PIPE’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1991 Repair ‘YOKE PIN’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.10.1991 Repair ‘DISCHARGE DOOR’.
16.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘DISCHARGE DOOR’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1993 Repair ‘WHEEL SET’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘DISCHARGE DOOR’.
17.08.1994 Repair ‘DOOR OPENING MECHANISM’.
17.08.1994 Repair ‘DOOR SEAL’.
23.09.1994 Repair ‘DISCHARGE DOOR’.
23.09.1994 Repair ‘DOOR COMPLETE’.
06.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1995 Repair ‘BOGIE BOLSTER’.
06.07.1995 Repair ‘BOGIE COMPLETE’.
06.07.1995 Repair ‘BOGIE SIDEFRAME’.
06.07.1995 Repair ‘DOOR COMPLETE’.
06.07.1995 Repair ‘END HOSE’.
06.07.1995 Repair ‘WEAR PLATES & SADDLES’.

ENHG 8

Details: wagon ‘ENHG 8 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-18
Date Built: 15.05.1957
Operating System: AN
Intended Use: GRAIN BULK
Remarks: REBUILT FROM ENHT 1 & 14
BSG Code: FEHG

Capacity of 34 tonnes
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Fleet Grp Code: SQ SV
Last Single Car Test: 02.02.1995
Last Lift: 09.09.1986

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.02.1991 Repair ‘WHEEL SET’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘LADDER’.
30.07.1991 Repair ‘ROOF COMPLETE’.
30.07.1991 Repair ‘STEP’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.01.1993 Repair ‘SIDE BEARER’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.01.1993 Repair ‘SIDE BEARER’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘DISCHARGE DOOR’.
30.06.1994 Repair ‘DOOR COMPLETE’.
30.06.1994 Repair ‘END HOSE’.
30.06.1994 Repair ‘WEAR PLATES & SADDLES’.
30.06.1994 Repair ‘WHEEL SET’.
02.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1995 Repair ‘BOGIE COMPLETE’.
02.02.1995 Repair ‘DOOR COMPLETE’.
02.02.1995 Repair ‘SIDE BEARER’.
02.02.1995 Repair ‘TOP CENTRE PLATE’.
02.02.1995 Repair ‘WHEEL SET’.

ENHS 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.11.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ENHT 1

09.09.1986 Reclassified from wagon ‘ENHT 1 X’ to ’ wagon ‘ENHG 8 T’.
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ENHT 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENHT 3

14.08.1986 Reclassified from wagon ‘ENHT 3 D’ to ’ wagon ‘ENHG 5 P’.

ENHT 4

14.08.1986 Reclassified from wagon ‘ENHT 4 M’ to ’ wagon ‘ENHG 4 G’.

ENHT 5

14.08.1986 Reclassified from wagon ‘ENHT 5 V’ to ’ wagon ‘ENHG 2 L’.

ENHT 6

14.08.1986 Reclassified from wagon ‘ENHT 6 H’ to ’ wagon ‘ENHG 3 U’.

ENHT 7

26.08.1986 Reclassified from wagon ‘ENHT 7 Q’ to ’ wagon ‘ENHG 6 B’.

ENHT 8

09.09.1986 Reclassified from wagon ‘ENHT 8 C’ to ’ wagon ‘ENHG 7 K’.

ENHT 9

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENHT 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENHT 11

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENHT 12

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENHT 13

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENHT 14

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENHV 1

Details: wagon ‘ENHV 1 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 28.08.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 19.12.1995
Last Triple Valve: 10.12.1993
Last Single Car Test: 11.07.1995
Last Lift: 01.07.1985
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25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BRANCH PIPE’.
29.11.1990 Repair ‘BRANCH PIPE’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.11.1990 Repair ‘YOKE COMPLETE’.
29.11.1990 Repair ‘YOKE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
08.02.1991 Repair ‘WHEEL SET’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.04.1991 Repair ‘LADDER’.
17.04.1991 Repair ‘YOKE COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘BOGIE WEAR PLATES’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘DISCHARGE DOOR’.
26.01.1993 Repair ‘FLOOR SHEETING’.
26.01.1993 Repair ‘TRANSOM’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE SHOE’.
18.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.03.1993 Repair ‘DISCHARGE DOOR’.
18.03.1993 Repair ‘DOOR HOPPER LOADING’.
18.03.1993 Repair ‘DRAFT GEAR POCKET’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BEARERS’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BOGIE SPRING’.
10.12.1993 Repair ‘BRAKE BLOCK RB95’.
10.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘BRAKE PULL ROD’.
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10.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.12.1993 Repair ‘DISCHARGE DOOR’.
10.12.1993 Repair ‘DOOR COMPLETE’.
10.12.1993 Repair ‘DOOR OPENING MECHANISM’.
10.12.1993 Repair ‘DOOR SEAL’.
10.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1993 Repair ‘STEP’.
10.12.1993 Repair ‘STRIKING CASTING’.
10.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘YOKE COMPLETE’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘DOOR COMPLETE’.
25.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1994 Repair ‘DOOR COMPLETE’.
25.08.1994 Repair ‘END BRAKE COCK’.
25.08.1994 Repair ‘HANDRAILS’.
25.08.1994 Repair ‘SIDE BEARER’.
25.08.1994 Repair ‘TOP CENTRE PLATE’.
25.08.1994 Repair ‘TRAIN PIPE (END)’.
25.08.1994 Repair ‘TRANSOM’.
30.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1995 Repair ‘BOGIE COMPLETE’.
30.03.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1995 Repair ‘DOOR COMPLETE’.
30.03.1995 Repair ‘DOOR LOCK MECHANISM’.
30.03.1995 Repair ‘FLOOR SUPPORT’.
30.03.1995 Repair ‘TRANSOM’.
11.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1995 Repair ‘BOGIE BOLSTER’.
11.07.1995 Repair ‘BOGIE COMPLETE’.
11.07.1995 Repair ‘BOGIE SIDEFRAME’.
11.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1995 Repair ‘DOOR COMPLETE’.
11.07.1995 Repair ‘VEHICLE STENCILS’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 2

Details: wagon ‘ENHV 2 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 04.09.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 22.09.1995
Last Triple Valve: 23.07.1991
Last Brake Cylinder: 06.10.1992
Last Single Car Test: 22.09.1995
Last Lift: 02.07.1974

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

05.02.1991 Repair ‘WHEEL SET’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘DISCHARGE DOOR’.
23.07.1991 Repair ‘DOOR HOPPER LOADING’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘WHEEL SET’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘BRAKE PULL ROD’.
06.10.1992 Repair ‘BRANCH PIPE’.
06.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1992 Repair ‘WHEEL SET’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘DISCHARGE DOOR’.
18.03.1993 Repair ‘DOOR HOPPER LOADING’.
18.03.1993 Repair ‘TRANSOM’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘BRAKE PULL ROD’.
05.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1993 Repair ‘COUPLER COMPLETE’.
05.10.1993 Repair ‘DOOR COMPLETE’.
05.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.10.1993 Repair ‘YOKE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1994 Repair ‘DISCHARGE DOOR’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘STRIKING CASTING’.
10.01.1994 Repair ‘TRANSOM’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE COMPLETE’.
12.02.1994 Repair ‘DISCHARGE DOOR’.
12.02.1994 Repair ‘DOOR HOPPER LOADING’.
12.02.1994 Repair ‘TRANSOM’.
22.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1995 Repair ‘BOGIE BEARERS’.
22.09.1995 Repair ‘BOGIE COMPLETE’.
22.09.1995 Repair ‘BRAKE PULL ROD’.
22.09.1995 Repair ‘DOOR COMPLETE’.
22.09.1995 Repair ‘DRAFT GEAR POCKET’.
22.09.1995 Repair ‘SIDE BEARER’.
22.09.1995 Repair ‘WHEEL SET’.
22.09.1995 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 3

Details: wagon ‘ENHV 3 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 27.10.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Last Triple Valve: 23.07.1991
Last Brake Cylinder: 23.07.1991
Last Single Car Test: 28.06.1995
Last Lift: 28.06.1976

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘DISCHARGE DOOR’.
23.07.1991 Repair ‘DOOR HOPPER LOADING’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Repair ‘STEP’.
23.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘WHEEL SET’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.06.1992 Repair ‘DISCHARGE DOOR’.
12.06.1992 Repair ‘DOOR HOPPER LOADING’.
12.06.1992 Repair ‘SIDE BEARER’.
12.06.1992 Repair ‘WHEEL SET’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5605



2. TIMS GROUP INFORMATION - WAGONS

03.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
03.03.1993 Repair ‘DOOR HINGES AND PINS’.
03.03.1993 Repair ‘DOOR HOPPER LOADING’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘DOOR HOPPER LOADING’.
30.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1993 Repair ‘WHEEL SET’.
30.09.1993 Repair ‘YOKE COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘BRAKE PULL ROD’.
14.01.1994 Repair ‘DISCHARGE DOOR’.
14.01.1994 Repair ‘DOOR COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘DOOR SEAL’.
14.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1994 Repair ‘HANDRAILS’.
14.01.1994 Repair ‘STEP’.
14.01.1994 Repair ‘TRANSOM’.
14.01.1994 Repair ‘WHEEL SET’.
21.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘DOOR COMPLETE’.
21.09.1994 Repair ‘DRAFT GEAR POCKET’.
21.09.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1995 Repair ‘BOGIE COMPLETE’.
15.03.1995 Repair ‘DOOR COMPLETE’.
15.03.1995 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘STRIKING CASTING’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 4

Details: wagon ‘ENHV 4 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 03.08.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 10.08.1995
Last Triple Valve: 10.04.1991
Last Brake Cylinder: 10.04.1991
Last Single Car Test: 10.08.1995
Last Lift: 16.07.1977

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BRAKE CONTROL PIPE’.
07.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BODY COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘DOOR COMPLETE’.
23.07.1992 Repair ‘TOP CENTRE PLATE’.
23.07.1992 Repair ‘WHEEL SET’.
23.07.1992 Repair ‘YOKE COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.01.1993 Repair ‘DISCHARGE DOOR’.
26.01.1993 Repair ‘DOOR HOPPER LOADING’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DRAFT GEAR POCKET’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1994 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘BRAKE CONTROL PIPE’.
11.08.1994 Repair ‘COUPLER KNUCKLE’.
11.08.1994 Repair ‘DOOR COMPLETE’.
11.08.1994 Repair ‘TRAIN PIPE (END)’.
11.08.1994 Repair ‘WEAR PLATES & SADDLES’.
04.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1995 Repair ‘BOGIE COMPLETE’.
04.01.1995 Repair ‘DISCHARGE DOOR’.
04.01.1995 Repair ‘DOOR COMPLETE’.
04.01.1995 Repair ‘SHUNT PAD’.
04.01.1995 Repair ‘TOP CENTRE PLATE’.
04.01.1995 Repair ‘WHEEL SET’.
10.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1995 Repair ‘BOGIE COMPLETE’.
10.08.1995 Repair ‘BRAKE PULL ROD’.
10.08.1995 Repair ‘DOOR COMPLETE’.
10.08.1995 Repair ‘SIDE BEARER’.
10.08.1995 Repair ‘STRIKING CASTING’.
10.08.1995 Repair ‘TRANSOM’.
10.08.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 5

Details: wagon ‘ENHV 5 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: CN H-19
Date Built: 21.06.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 23.07.1996
Last Triple Valve: 13.12.1990
Last Single Car Test: 09.08.1995
Last Lift: 27.01.1978

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRANCH PIPE’.
13.12.1990 Repair ‘BRANCH PIPE’.
13.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘DOOR HOPPER LOADING’.
13.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1990 Repair ‘YOKE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘YOKE COMPLETE’.
29.11.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE BEARERS’.
09.08.1995 Repair ‘BOGIE BOLSTER’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘BRAKE PULL ROD’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DRAFT GEAR POCKET’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1995 Repair ‘SIDE BEARER’.
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09.08.1995 Repair ‘TRANSOM’.
09.08.1995 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘YOKE COMPLETE’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 6

Details: wagon ‘ENHV 6 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 14.08.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 11.10.1995
Last Triple Valve: 30.07.1991
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 11.10.1995
Last Lift: 15.07.1977

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

07.02.1991 Repair ‘WHEEL SET’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘DOOR COVERING’.
30.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1991 Repair ‘STEP’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1993 Repair ‘DISCHARGE DOOR’.
12.03.1993 Repair ‘DOOR HOPPER LOADING’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.03.1993 Repair ‘WHEEL SET’.
09.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1995 Repair ‘BOGIE COMPLETE’.
09.03.1995 Repair ‘DISCHARGE DOOR’.
09.03.1995 Repair ‘DOOR COMPLETE’.
09.03.1995 Repair ‘DRAFT GEAR POCKET’.
09.03.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1995 Repair ‘TRANSOM’.
09.03.1995 Repair ‘WHEEL SET’.
09.03.1995 Repair ‘YOKE CARRIER’.
09.03.1995 Repair ‘YOKE COMPLETE’.
11.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1995 Repair ‘BOGIE COMPLETE’.
11.10.1995 Repair ‘DOOR COMPLETE’.
11.10.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 7

Details: wagon ‘ENHV 7 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 14.12.1954
Operating System: AN
Intended Use: GRAIN BULK

5611



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 05.07.1996
Last Triple Valve: 17.07.1991
Last Brake Cylinder: 17.07.1991
Last Single Car Test: 05.07.1995
Last Lift: 01.05.1980

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
18.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BRAKE BLOCK RB95’.
17.07.1991 Repair ‘BRANCH PIPE’.
17.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.07.1991 Repair ‘DOOR HOPPER LOADING’.
17.07.1991 Repair ‘DOOR OPENING MECHANISM’.
17.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1991 Repair ‘NYLON HOSE’.
17.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘DOOR HOPPER LOADING’.
03.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1991 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BODY COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1992 Repair ‘DOOR COVERING’.
10.04.1992 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BODY COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE COMPLETE’.
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12.02.1994 Repair ‘DISCHARGE DOOR’.
12.02.1994 Repair ‘DOOR COMPLETE’.
12.02.1994 Repair ‘DOOR LOCK MECHANISM’.
12.02.1994 Repair ‘DOOR OPENING MECHANISM’.
12.02.1994 Repair ‘DOOR SEAL’.
12.02.1994 Repair ‘STEP’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘BOGIE COMPLETE’.
08.11.1994 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1994 Repair ‘DOOR COMPLETE’.
08.11.1994 Repair ‘END HOSE’.
08.11.1994 Repair ‘TRANSOM’.
05.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1995 Repair ‘BOGIE COMPLETE’.
05.07.1995 Repair ‘COUPLER COMPLETE’.
05.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.07.1995 Repair ‘DOOR COMPLETE’.
05.07.1995 Repair ‘DRAFT GEAR POCKET’.
05.07.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.07.1995 Repair ‘SIDE BEARER’.
05.07.1995 Repair ‘TRANSOM’.
05.07.1995 Repair ‘YOKE COMPLETE’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 8

Details: wagon ‘ENHV 8 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 03.08.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 13.07.1995
Last Triple Valve: 13.07.1995
Last Brake Cylinder: 26.07.1994
Last Single Car Test: 13.07.1995
Last Lift: 18.07.1977

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BODY COMPLETE’.
29.11.1990 Repair ‘BOGIE BEARERS’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BRAKE BLOCK OTHER’.
29.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘DOOR COMPLETE’.
29.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.11.1990 Repair ‘YOKE COMPLETE’.
05.02.1991 Repair ‘WHEEL SET’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE COMPLETE’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1993 Repair ‘COUPLER COMPLETE’.
05.07.1993 Repair ‘DOOR HINGES AND PINS’.
05.07.1993 Repair ‘DOOR OPENING MECHANISM’.
05.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.07.1993 Repair ‘END COMPLETE’.
05.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1993 Repair ‘LADDER’.
05.07.1993 Repair ‘ROOF COMPLETE’.
05.07.1993 Repair ‘SIDE BEARER’.
05.07.1993 Repair ‘SIDE COMPLETE’.
05.07.1993 Repair ‘STEP’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘BRAKE CONTROL PIPE’.
04.11.1993 Repair ‘BRANCH PIPE’.
04.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.11.1993 Repair ‘COUPLER COMPLETE’.
04.11.1993 Repair ‘DOOR COVERING’.
04.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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04.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1993 Repair ‘YOKE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DOOR HOPPER LOADING’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘WHEEL SET’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE COMPLETE’.
12.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.02.1994 Repair ‘DISCHARGE DOOR’.
12.02.1994 Repair ‘DOOR COMPLETE’.
12.02.1994 Repair ‘DOOR OPENING MECHANISM’.
12.02.1994 Repair ‘DOOR SEAL’.
12.02.1994 Repair ‘TRANSOM’.
22.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1994 Repair ‘BRANCH PIPE’.
22.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1994 Repair ‘DISCHARGE DOOR’.
22.07.1994 Repair ‘DOOR HOPPER LOADING’.
22.07.1994 Repair ‘DRAFT GEAR POCKET’.
22.07.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1994 Repair ‘TRAIN PIPE (END)’.
22.07.1994 Repair ‘TRANSOM’.
22.07.1994 Repair ‘WHEEL SET’.
13.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1995 Repair ‘BODY COMPLETE’.
13.07.1995 Repair ‘BOGIE BEARERS’.
13.07.1995 Repair ‘BOGIE COMPLETE’.
13.07.1995 Repair ‘BRANCH PIPE’.
13.07.1995 Repair ‘CENTRE SILL’.
13.07.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1995 Repair ‘DIRT COLLECTORS/STRAINERS’.
13.07.1995 Repair ‘DISCHARGE DOOR’.
13.07.1995 Repair ‘DOOR COMPLETE’.
13.07.1995 Repair ‘DOOR HINGES AND PINS’.
13.07.1995 Repair ‘DOOR HOPPER LOADING’.
13.07.1995 Repair ‘DOOR OPENING MECHANISM’.
13.07.1995 Repair ‘DRAFT GEAR POCKET’.
13.07.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.07.1995 Repair ‘END HOSE’.
13.07.1995 Repair ‘FLOOR SUPPORT’.
13.07.1995 Repair ‘ISOLATING COCK’.
13.07.1995 Repair ‘LADDER’.
13.07.1995 Repair ‘SIDE BEARER’.
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13.07.1995 Repair ‘SIDE SILL’.
13.07.1995 Repair ‘STEP’.
13.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1995 Repair ‘VEHICLE STENCILS’.
13.07.1995 Repair ‘WHEEL SET’.
13.07.1995 Repair ‘YOKE COMPLETE’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 9

Details: wagon ‘ENHV 9 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 25.06.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 29.08.1995
Last Triple Valve: 13.02.1991
Last Single Car Test: 29.08.1995
Last Lift: 28.07.1978

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.12.1990 Repair ‘BODY COMPLETE’.
03.12.1990 Repair ‘BOGIE BEARERS’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘BRANCH PIPE’.
03.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘DISCHARGE DOOR’.
03.12.1990 Repair ‘DOOR COMPLETE’.
03.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1990 Repair ‘VEHICLE RENUMBERED’.
03.12.1990 Repair ‘YOKE COMPLETE’.
05.02.1991 Repair ‘WHEEL SET’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BOGIE COMPLETE’.
05.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1994 Repair ‘DISCHARGE DOOR’.
05.02.1994 Repair ‘DOOR COMPLETE’.
05.02.1994 Repair ‘DOOR SEAL’.
05.02.1994 Repair ‘STEP’.
05.02.1994 Repair ‘TRAIN PIPE (END)’.
05.02.1994 Repair ‘TRANSOM’.
05.02.1994 Repair ‘WHEEL SET’.
25.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1994 Repair ‘BOGIE COMPLETE’.
25.08.1994 Repair ‘DOOR COMPLETE’.
25.08.1994 Repair ‘DRAFT GEAR POCKET’.
25.08.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1995 Repair ‘BOGIE BEARERS’.
29.08.1995 Repair ‘BOGIE COMPLETE’.
29.08.1995 Repair ‘BRAKE PULL ROD’.
29.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1995 Repair ‘DISCHARGE DOOR’.
29.08.1995 Repair ‘DOOR COMPLETE’.
29.08.1995 Repair ‘SIDE BEARER’.
29.08.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 10

Details: wagon ‘ENHV 10 P’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 30.11.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Last Single Car Test: 17.10.1995
Last Lift: 01.01.1982

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BRAKE CONTROL PIPE’.
03.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘WEAR PLATES & SADDLES’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘DOOR HOPPER LOADING’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘TRANSOM’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘DISCHARGE DOOR’.
15.02.1994 Repair ‘DOOR COMPLETE’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘DOOR SEAL’.
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15.02.1994 Repair ‘STEP’.
15.02.1994 Repair ‘TOP CENTRE PLATE’.
15.02.1994 Repair ‘TRANSOM’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘DOOR COMPLETE’.
12.05.1994 Repair ‘TRANSOM’.
23.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1994 Repair ‘BOGIE COMPLETE’.
23.08.1994 Repair ‘DISCHARGE DOOR’.
23.08.1994 Repair ‘DOOR HOPPER LOADING’.
23.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1995 Repair ‘BOGIE COMPLETE’.
17.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1995 Repair ‘DISCHARGE DOOR’.
17.10.1995 Repair ‘DOOR COMPLETE’.
17.10.1995 Repair ‘DRAFT GEAR POCKET’.
17.10.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.10.1995 Repair ‘HANDBRAKE HANDLE’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 11

Details: wagon ‘ENHV 11 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 21.01.1955
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 09.10.1996
Last Triple Valve: 16.12.1991
Last Brake Cylinder: 16.12.1991
Last Single Car Test: 13.10.1995
Last Lift: 01.02.1980

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BODY COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘BRANCH PIPE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘DISCHARGE DOOR’.
11.12.1990 Repair ‘DOOR HOPPER LOADING’.
11.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1990 Repair ‘HOSE FITTINGS’.
11.12.1990 Repair ‘ISOLATING COCK’.
11.12.1990 Repair ‘SIDE BEARER’.
11.12.1990 Repair ‘STEP’.
11.12.1990 Repair ‘TOP CENTRE PLATE’.
11.12.1990 Repair ‘VEHICLE RENUMBERED’.
11.12.1990 Repair ‘YOKE COMPLETE’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘WHEEL SET’.
14.08.1991 Repair ‘BRAKE PULL ROD’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.12.1991 Repair ‘END BRAKE COCK’.
16.12.1991 Repair ‘END HOSE’.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘SIDE BEARER’.
16.12.1991 Repair ‘STEP’.
16.12.1991 Repair ‘TRAIN PIPE (END)’.
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06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘TRAIN PIPE’.
06.10.1992 Repair ‘WHEEL SET’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.12.1992 Repair ‘DOOR COVERING’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Repair ‘WHEEL SET’.
15.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1994 Repair ‘BOGIE COMPLETE’.
15.09.1994 Repair ‘DISCHARGE DOOR’.
15.09.1994 Repair ‘DOOR HOPPER LOADING’.
15.09.1994 Repair ‘DRAFT GEAR POCKET’.
15.09.1994 Repair ‘SIDE BEARER’.
13.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1995 Repair ‘BOGIE BOLSTER’.
13.10.1995 Repair ‘BOGIE COMPLETE’.
13.10.1995 Repair ‘BOGIE SIDEFRAME’.
13.10.1995 Repair ‘BOGIE WEAR PLATES’.
13.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.10.1995 Repair ‘DISCHARGE DOOR’.
13.10.1995 Repair ‘DOOR COMPLETE’.
13.10.1995 Repair ‘TRANSOM’.
13.10.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 12

Details: wagon ‘ENHV 12 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 14.08.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
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BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 17.07.1996
Last Triple Valve: 03.05.1993
Last Single Car Test: 14.09.1995
Last Lift: 22.05.1980

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

05.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘LADDER’.
22.04.1991 Repair ‘NYLON HOSE’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘BRAKE BLOCK RB95’.
03.05.1993 Repair ‘BRAKE PULL ROD’.
03.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘DISCHARGE DOOR’.
03.05.1993 Repair ‘DOOR HOPPER LOADING’.
03.05.1993 Repair ‘DOOR OPENING MECHANISM’.
03.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1993 Repair ‘LADDER’.
03.05.1993 Repair ‘STEP’.
03.05.1993 Repair ‘TRANSOM’.
03.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘DISCHARGE DOOR’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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08.09.1993 Repair ‘WHEEL SET’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘COUPLER COMPLETE’.
14.06.1994 Repair ‘DOOR COMPLETE’.
14.06.1994 Repair ‘END BRAKE COCK’.
14.06.1994 Repair ‘END HOSE’.
14.06.1994 Repair ‘TRAIN PIPE (END)’.
14.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘BOGIE BEARERS’.
14.09.1995 Repair ‘BOGIE COMPLETE’.
14.09.1995 Repair ‘BRAKE PULL ROD’.
14.09.1995 Repair ‘BRANCH PIPE’.
14.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1995 Repair ‘DOOR COMPLETE’.
14.09.1995 Repair ‘DRAFT GEAR POCKET’.
14.09.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1995 Repair ‘SIDE BEARER’.
14.09.1995 Repair ‘TRAIN PIPE’.
14.09.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 13

Details: wagon ‘ENHV 13 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 08.06.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 14.09.1995
Due Triple Valve: 23.11.1995
Last Triple Valve: 05.12.1990
Last Single Car Test: 14.09.1995
Last Lift: 29.08.1979

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BODY COMPLETE’.
05.12.1990 Repair ‘BOGIE BEARERS’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BOGIE SPRING’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘DISCHARGE DOOR’.
05.12.1990 Repair ‘DOOR COMPLETE’.
05.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1990 Repair ‘TRAIN PIPE (END)’.
05.12.1990 Repair ‘VEHICLE RENUMBERED’.
05.12.1990 Repair ‘YOKE COMPLETE’.
05.02.1991 Repair ‘WHEEL SET’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BODY COMPLETE’.
22.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘DISCHARGE DOOR’.
22.04.1992 Repair ‘WHEEL SET’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BRANCH PIPE’.
17.10.1992 Repair ‘SIDE BEARER’.
23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE BEARERS’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.11.1994 Repair ‘DISCHARGE DOOR’.
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23.11.1994 Repair ‘DOOR COMPLETE’.
23.11.1994 Repair ‘DOOR LOCK MECHANISM’.
23.11.1994 Repair ‘DOOR OPENING MECHANISM’.
23.11.1994 Repair ‘DOOR SEAL’.
23.11.1994 Repair ‘TRANSOM’.
04.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1995 Repair ‘BOGIE COMPLETE’.
04.01.1995 Repair ‘DISCHARGE DOOR’.
04.01.1995 Repair ‘DOOR COMPLETE’.
04.01.1995 Repair ‘DOOR OPENING MECHANISM’.
04.01.1995 Repair ‘STEP’.
04.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1995 Repair ‘WHEEL SET’.
14.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘BOGIE BEARERS’.
14.09.1995 Repair ‘BOGIE COMPLETE’.
14.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1995 Repair ‘DOOR COMPLETE’.
14.09.1995 Repair ‘DRAFT GEAR POCKET’.
14.09.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 14

Details: wagon ‘ENHV 14 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

5625



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: SQ SV
Return to Service Date: 19.12.1995
Last Triple Valve: 24.05.1994
Last Brake Cylinder: 24.07.1991
Last Single Car Test: 09.10.1995

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘DOOR COVERING’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1992 Repair ‘DOOR COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘DISCHARGE DOOR’.
18.03.1993 Repair ‘DOOR HOPPER LOADING’.
18.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1993 Repair ‘TRANSOM’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘BRANCH PIPE’.
17.03.1994 Repair ‘DISCHARGE DOOR’.
17.03.1994 Repair ‘DOOR HOPPER LOADING’.
17.03.1994 Repair ‘DRAFT GEAR POCKET’.
17.03.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.03.1994 Repair ‘ISOLATING COCK’.
17.03.1994 Repair ‘SIDE SILL’.
17.03.1994 Repair ‘WEAR PLATES & SADDLES’.
17.03.1994 Repair ‘WHEEL SET’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BOGIE SIDEFRAME’.
15.06.1994 Repair ‘DOOR COMPLETE’.
15.06.1994 Repair ‘LADDER’.
15.06.1994 Repair ‘WHEEL SET’.
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09.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1995 Repair ‘BOGIE BEARERS’.
09.10.1995 Repair ‘BOGIE COMPLETE’.
09.10.1995 Repair ‘BOGIE WEAR PLATES’.
09.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1995 Repair ‘DOOR COMPLETE’.
09.10.1995 Repair ‘DRAFT GEAR POCKET’.
09.10.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1995 Repair ‘TRANSOM’.
09.10.1995 Repair ‘WEAR PLATES & SADDLES’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 15

Details: wagon ‘ENHV 15 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 08.06.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 22.05.1996
Last Triple Valve: 03.12.1990
Last Brake Cylinder: 31.10.1991
Last Single Car Test: 27.10.1995
Last Lift: 14.02.1977

25.10.1984 Alteration complete ‘CONVERT ONE VAN FOR GRAIN TRAFFIC BY
FITTING SLOPE PLATES, DOORS, AND HATCHES. RECLASSIFY TO ‘ENHV’
AND TRANSFER TO PORT LINCOLN. (TO BE DONE AT PORT
AUGUSTA).PLEASE NOTE PROJECT HAS BEEN EXTENDED TO 15 VANS
INCLUDING PROTOTYPE. (RS4001)’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BODY COMPLETE’.
03.12.1990 Repair ‘BOGIE BEARERS’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BRAKE BLOCK OTHER’.
03.12.1990 Repair ‘BRAKE PULL ROD’.
03.12.1990 Repair ‘BRANCH PIPE’.
03.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘DISCHARGE DOOR’.
03.12.1990 Repair ‘DOOR COMPLETE’.
03.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1990 Repair ‘TOP CENTRE PLATE’.
03.12.1990 Repair ‘VEHICLE RENUMBERED’.
03.12.1990 Repair ‘YOKE COMPLETE’.
05.02.1991 Repair ‘WHEEL SET’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘DISCHARGE DOOR’.
31.10.1991 Repair ‘LADDER’.
31.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘DISCHARGE DOOR’.
03.01.1992 Repair ‘DOOR HINGES AND PINS’.
03.01.1992 Repair ‘DOOR LOCK MECHANISM’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘DOOR OPENING MECHANISM’.
02.07.1992 Repair ‘ROOF BOARDS’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘DOOR HINGES AND PINS’.
20.10.1992 Repair ‘END BRAKE COCK’.
20.10.1992 Repair ‘SIDE BEARER’.
20.10.1992 Repair ‘WHEEL SET’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘DOOR COMPLETE’.
01.02.1994 Repair ‘DOOR SEAL’.
01.02.1994 Repair ‘SIDE BEARER’.
01.02.1994 Repair ‘WHEEL SET’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘DIRT COLLECTORS/STRAINERS’.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DOOR SEAL’.
12.04.1994 Repair ‘DRAFT GEAR POCKET’.
12.04.1994 Repair ‘END BRAKE COCK’.
12.04.1994 Repair ‘STRIKING CASTING’.
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12.04.1994 Repair ‘TRAIN PIPE (END)’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘WEAR PLATES & SADDLES’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘DRAFT GEAR POCKET’.
27.10.1995 Repair ‘SHUNT PAD’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 16

Details: wagon ‘ENHV 16 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 14.08.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 21.04.1995
Last Triple Valve: 21.04.1995
Last Brake Cylinder: 21.04.1995
Last Single Car Test: 21.04.1995
Last Lift: 29.11.1979

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.
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01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘BRANCH PIPE’.
01.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.03.1991 Repair ‘COUPLER COMPLETE’.
01.03.1991 Repair ‘DISCHARGE DOOR’.
01.03.1991 Repair ‘DOOR LOCK MECHANISM’.
01.03.1991 Repair ‘END COMPLETE’.
01.03.1991 Repair ‘FLOOR SHEETING’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1991 Repair ‘ROOF SHEET’.
01.03.1991 Repair ‘SIDE SHEET’.
01.03.1991 Repair ‘TRAIN PIPE’.
01.03.1991 Repair ‘YOKE COMPLETE’.
01.03.1991 Repair ‘YOKE FOLLOWER’.
01.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HOPPER LOADING’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.01.1994 Repair ‘END SILL’.
11.01.1994 Repair ‘TRANSOM’.
21.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1995 Repair ‘BODY COMPLETE’.
21.04.1995 Repair ‘BOGIE BEARERS’.
21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘BOGIE STENCILS’.
21.04.1995 Repair ‘BRAKE PULL ROD’.
21.04.1995 Repair ‘BRANCH PIPE’.
21.04.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.04.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.04.1995 Repair ‘DIRT COLLECTORS/STRAINERS’.
21.04.1995 Repair ‘DISCHARGE DOOR’.
21.04.1995 Repair ‘DOOR COMPLETE’.
21.04.1995 Repair ‘DOOR HOPPER LOADING’.
21.04.1995 Repair ‘DRAFT GEAR POCKET’.
21.04.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.04.1995 Repair ‘END BRAKE COCK’.
21.04.1995 Repair ‘FLOOR SUPPORT’.
21.04.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1995 Repair ‘HAND RELEASE (AIR)’.
21.04.1995 Repair ‘LADDER’.
21.04.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1995 Repair ‘SHUNT PAD’.
21.04.1995 Repair ‘SIDE BEARER’.
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21.04.1995 Repair ‘STEP’.
21.04.1995 Repair ‘TRANSOM’.
21.04.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1995 Repair ‘VEHICLE STENCILS’.
21.04.1995 Repair ‘WEAR PLATES & SADDLES’.
21.04.1995 Repair ‘YOKE COMPLETE’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 17

Details: wagon ‘ENHV 17 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 04.09.1953
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 10.01.1996
Last Triple Valve: 12.03.1992
Last Single Car Test: 15.07.1994
Last Lift: 18.11.1977

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.
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08.02.1991 Repair ‘WHEEL SET’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.10.1991 Repair ‘DOOR HOPPER LOADING’.
21.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.10.1991 Repair ‘END BRAKE COCK’.
21.10.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1992 Repair ‘DOOR OPENING MECHANISM’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
25.03.1993 Repair ‘CENTRE SILL’.
25.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.03.1993 Repair ‘DISCHARGE DOOR’.
25.03.1993 Repair ‘DOOR HOPPER LOADING’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BEARERS’.
11.01.1994 Repair ‘DISCHARGE DOOR’.
11.01.1994 Repair ‘DOOR COMPLETE’.
11.01.1994 Repair ‘DOOR HINGES AND PINS’.
11.01.1994 Repair ‘DOOR SEAL’.
11.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.01.1994 Repair ‘STEP’.
11.01.1994 Repair ‘TOP CENTRE PLATE’.
11.01.1994 Repair ‘TRANSOM’.
15.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1994 Repair ‘BOGIE COMPLETE’.
15.07.1994 Repair ‘BRAKE BLOCK RB101’.
15.07.1994 Repair ‘DOOR COMPLETE’.
15.07.1994 Repair ‘DRAFT GEAR POCKET’.
15.07.1994 Repair ‘TRANSOM’.
15.07.1994 Repair ‘WEAR PLATES & SADDLES’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 18

Details: wagon ‘ENHV 18 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 10.05.1996
Last Triple Valve: 03.10.1995
Last Brake Cylinder: 17.07.1991
Last Single Car Test: 03.10.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BRANCH PIPE’.
17.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1991 Repair ‘DISCHARGE DOOR’.
17.07.1991 Repair ‘DOOR HOPPER LOADING’.
17.07.1991 Repair ‘NYLON HOSE’.
17.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘TOP CENTRE PLATE’.
06.10.1992 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘BOGIE SIDEFRAME’.
06.01.1994 Repair ‘BOGIE SPRING’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘TOP CENTRE PLATE’.
06.01.1994 Repair ‘TRANSOM’.
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07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘DOOR COMPLETE’.
07.02.1994 Repair ‘WHEEL SET’.
03.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1995 Repair ‘BOGIE BEARERS’.
03.10.1995 Repair ‘BOGIE COMPLETE’.
03.10.1995 Repair ‘BRAKE PULL ROD’.
03.10.1995 Repair ‘CENTRE SILL’.
03.10.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.10.1995 Repair ‘DOOR COMPLETE’.
03.10.1995 Repair ‘SIDE BEARER’.
03.10.1995 Repair ‘TOP CENTRE PLATE’.
03.10.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 19

Details: wagon ‘ENHV 19 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 30.11.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 29.02.1996
Last Single Car Test: 21.09.1995
Last Lift: 27.06.1987

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.
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14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

06.02.1991 Repair ‘WHEEL SET’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘LADDER’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘STEP’.
06.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1992 Repair ‘WHEEL SET’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘BRANCH PIPE’.
16.02.1994 Repair ‘DISCHARGE DOOR’.
16.02.1994 Repair ‘DOOR COMPLETE’.
16.02.1994 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘DOOR SEAL’.
16.02.1994 Repair ‘STEP’.
16.02.1994 Repair ‘TRANSOM’.
21.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1995 Repair ‘BOGIE BEARERS’.
21.09.1995 Repair ‘BOGIE COMPLETE’.
21.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1995 Repair ‘DISCHARGE DOOR’.
21.09.1995 Repair ‘DOOR COMPLETE’.
21.09.1995 Repair ‘DOOR OPENING MECHANISM’.
21.09.1995 Repair ‘DRAFT GEAR POCKET’.
21.09.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1995 Repair ‘SHUNT PAD’.
21.09.1995 Repair ‘SIDE BEARER’.
21.09.1995 Repair ‘STRIKING CASTING’.
21.09.1995 Repair ‘TRANSOM’.
21.09.1995 Repair ‘WHEEL SET’.
21.09.1995 Repair ‘YOKE CARRIER’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 20

Details: wagon ‘ENHV 20 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 17.09.1996
Last Triple Valve: 05.01.1995
Last Single Car Test: 02.11.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘WHEEL SET’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.06.1991 Repair ‘DISCHARGE DOOR’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.02.1993 Repair ‘DOOR COVERING’.
10.02.1993 Repair ‘END BRAKE COCK’.
10.02.1993 Repair ‘STEP’.
10.02.1993 Repair ‘YOKE CARRIER’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BEARERS’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘DISCHARGE DOOR’.
12.03.1993 Repair ‘DOOR HOPPER LOADING’.
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12.03.1993 Repair ‘SIDE BEARER’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘CENTRE SILL’.
19.07.1994 Repair ‘CENTRE SILL’.
19.07.1994 Repair ‘DOOR COMPLETE’.
19.07.1994 Repair ‘DOOR COMPLETE’.
19.07.1994 Repair ‘END FRAME MEMBER’.
19.07.1994 Repair ‘END FRAME MEMBER’.
19.07.1994 Repair ‘TOP CENTRE PLATE’.
19.07.1994 Repair ‘TOP CENTRE PLATE’.
19.07.1994 Repair ‘TRANSOM’.
19.07.1994 Repair ‘TRANSOM’.
19.07.1994 Repair ‘TRANSOM’.
19.07.1994 Repair ‘WHEEL SET’.
19.07.1994 Repair ‘WHEEL SET’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘BOGIE COMPLETE’.
05.01.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘WHEEL SET’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE BOLSTER’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BOGIE SIDEFRAME’.
02.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘DRAFT GEAR POCKET’.
02.11.1995 Repair ‘HANDBRAKE HANDLE’.
02.11.1995 Repair ‘SHUNT PAD’.
02.11.1995 Repair ‘TRANSOM’.
02.11.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1995 Repair ‘WHEEL SET’.
02.11.1995 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 21

Details: wagon ‘ENHV 21 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 30.06.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 09.08.1995
Last Triple Valve: 02.05.1991
Last Single Car Test: 09.08.1995
Last Lift: 27.12.1979

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

07.02.1991 Repair ‘WHEEL SET’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1991 Repair ‘YOKE COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘COUPLER KNUCKLE’.
17.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘WHEEL SET’.
28.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1994 Repair ‘BOGIE COMPLETE’.
28.06.1994 Repair ‘DISCHARGE DOOR’.
28.06.1994 Repair ‘DOOR COMPLETE’.
28.06.1994 Repair ‘DOOR OPENING MECHANISM’.
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28.06.1994 Repair ‘DOOR SEAL’.
28.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1994 Repair ‘DISCHARGE DOOR’.
14.07.1994 Repair ‘DOOR COMPLETE’.
14.07.1994 Repair ‘TRANSOM’.
14.07.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.07.1994 Repair ‘WEAR PLATES & SADDLES’.
27.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BRAKE SPRING’.
27.09.1994 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE BEARERS’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘BRAKE PULL ROD’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DRAFT GEAR POCKET’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1995 Repair ‘SIDE BEARER’.
09.08.1995 Repair ‘TOP CENTRE PLATE’.
09.08.1995 Repair ‘TRANSOM’.
09.08.1995 Repair ‘YOKE CARRIER’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 22

Details: wagon ‘ENHV 22 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG
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Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 11.09.1996
Last Triple Valve: 12.12.1990
Last Single Car Test: 30.10.1995
Last Lift: 27.06.1987

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BODY COMPLETE’.
12.12.1990 Repair ‘BOGIE BOLSTER’.
12.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘DISCHARGE DOOR’.
12.12.1990 Repair ‘DOOR HOPPER LOADING’.
12.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘HOSE FITTINGS’.
12.12.1990 Repair ‘VEHICLE RENUMBERED’.
12.12.1990 Repair ‘YOKE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘WHEEL SET’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘DOOR LOCK MECHANISM’.
09.03.1993 Repair ‘DRAFT GEAR POCKET’.
09.03.1993 Repair ‘TRANSOM’.
09.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1993 Repair ‘YOKE CARRIER’.
22.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1995 Repair ‘BOGIE COMPLETE’.
22.02.1995 Repair ‘DISCHARGE DOOR’.
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22.02.1995 Repair ‘DOOR COMPLETE’.
22.02.1995 Repair ‘WHEEL SET’.
30.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1995 Repair ‘BOGIE COMPLETE’.
30.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.10.1995 Repair ‘DOOR COMPLETE’.
30.10.1995 Repair ‘DRAFT GEAR POCKET’.
30.10.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.10.1995 Repair ‘END HOSE’.
30.10.1995 Repair ‘SHUNT PAD’.
30.10.1995 Repair ‘YOKE CARRIER’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 23

Details: wagon ‘ENHV 23 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5920
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 10.05.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX NVD
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 29.08.1995
Last Triple Valve: 11.12.1990
Last Single Car Test: 29.08.1995
Last Lift: 04.07.1978

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.
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27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BRANCH PIPE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘DISCHARGE DOOR’.
11.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.12.1990 Repair ‘END BRAKE COCK’.
11.12.1990 Repair ‘YOKE COMPLETE’.
06.02.1991 Repair ‘WHEEL SET’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BEARERS’.
04.08.1993 Repair ‘BOGIE BOLSTER’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.08.1993 Repair ‘BOGIE SIDEFRAME’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘DISCHARGE DOOR’.
04.08.1993 Repair ‘DOOR HINGES AND PINS’.
04.08.1993 Repair ‘DOOR HOPPER LOADING’.
04.08.1993 Repair ‘DRAFT GEAR POCKET’.
04.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.08.1993 Repair ‘STEP’.
04.08.1993 Repair ‘TRANSOM’.
04.08.1993 Repair ‘WHEEL SET’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘DISCHARGE DOOR’.
09.05.1994 Repair ‘DOOR COMPLETE’.
09.05.1994 Repair ‘DOOR LOCK MECHANISM’.
09.05.1994 Repair ‘DOOR OPENING MECHANISM’.
09.05.1994 Repair ‘DOOR SEAL’.
09.05.1994 Repair ‘TRANSOM’.
09.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1994 Repair ‘WHEEL SET’.
29.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1995 Repair ‘BOGIE BEARERS’.
29.08.1995 Repair ‘BOGIE COMPLETE’.
29.08.1995 Repair ‘BRAKE PULL ROD’.
29.08.1995 Repair ‘DISCHARGE DOOR’.
29.08.1995 Repair ‘DOOR HOPPER LOADING’.
29.08.1995 Repair ‘SHUNT PAD’.
29.08.1995 Repair ‘SIDE BEARER’.
29.08.1995 Repair ‘STEP’.
29.08.1995 Repair ‘STRIKING CASTING’.
29.08.1995 Repair ‘WEAR PLATES & SADDLES’.
29.08.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.
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ENHV 24

Details: wagon ‘ENHV 24 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 12.10.1995
Last Triple Valve: 12.01.1994
Last Brake Cylinder: 06.07.1994
Last Single Car Test: 12.10.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1992 Repair ‘DOOR OPENING MECHANISM’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘DISCHARGE DOOR’.
06.08.1992 Repair ‘DOOR COVERING’.
06.08.1992 Repair ‘STEP’.
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27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BOLSTER’.
27.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1992 Repair ‘DOOR LOCK MECHANISM’.
27.10.1992 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BOLSTER’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1992 Repair ‘DOOR LOCK MECHANISM’.
29.10.1992 Repair ‘WHEEL SET’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘TRANSOM’.
16.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1993 Repair ‘BOGIE COMPLETE’.
16.10.1993 Repair ‘COUPLER COMPLETE’.
16.10.1993 Repair ‘DISCHARGE DOOR’.
16.10.1993 Repair ‘DOOR HOPPER LOADING’.
16.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1993 Repair ‘WHEEL SET’.
16.10.1993 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE CONTROL PIPE’.
12.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘BRANCH PIPE’.
12.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.01.1994 Repair ‘DISCHARGE DOOR’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.01.1994 Repair ‘END HOSE’.
12.01.1994 Repair ‘FLOOR SUPPORT’.
12.01.1994 Repair ‘HANDRAILS’.
12.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1994 Repair ‘STEP’.
12.01.1994 Repair ‘WHEEL SET’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘BRAKE FULCRUM BRACKET’.
06.07.1994 Repair ‘BRAKE PULL ROD’.
06.07.1994 Repair ‘BRANCH PIPE’.
06.07.1994 Repair ‘DOOR COMPLETE’.
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06.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1994 Repair ‘SHUNT PAD’.
06.07.1994 Repair ‘WHEEL SET’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘DOOR COMPLETE’.
17.08.1994 Repair ‘DRAFT GEAR POCKET’.
17.08.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1995 Repair ‘BOGIE BEARERS’.
12.10.1995 Repair ‘BOGIE COMPLETE’.
12.10.1995 Repair ‘BRAKE PULL ROD’.
12.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1995 Repair ‘DISCHARGE DOOR’.
12.10.1995 Repair ‘DOOR COMPLETE’.
12.10.1995 Repair ‘DOOR HOPPER LOADING’.
12.10.1995 Repair ‘SIDE BEARER’.
12.10.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 25

Details: wagon ‘ENHV 25 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes
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Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 02.10.1996
Due Triple Valve: 21.12.1995
Last Triple Valve: 19.07.1991
Last Brake Cylinder: 21.12.1994
Last Single Car Test: 27.10.1995

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

05.02.1991 Repair ‘WHEEL SET’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRANCH PIPE’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.07.1991 Repair ‘DISCHARGE DOOR’.
19.07.1991 Repair ‘DOOR HOPPER LOADING’.
19.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Repair ‘STEP’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
27.05.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.05.1994 Repair ‘DISCHARGE DOOR’.
27.05.1994 Repair ‘DOOR COMPLETE’.
27.05.1994 Repair ‘DOOR LOCK MECHANISM’.
27.05.1994 Repair ‘DRAFT GEAR POCKET’.
27.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1994 Repair ‘WHEEL SET’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘COUPLER KNUCKLE’.
29.06.1994 Repair ‘DISCHARGE DOOR’.
29.06.1994 Repair ‘DOOR COMPLETE’.
29.06.1994 Repair ‘DOOR LOCK MECHANISM’.
29.06.1994 Repair ‘DOOR OPENING MECHANISM’.
29.06.1994 Repair ‘DOOR SEAL’.
29.06.1994 Repair ‘STEP’.
29.06.1994 Repair ‘WHEEL SET’.
21.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.12.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.12.1994 Repair ‘BOGIE COMPLETE’.
21.12.1994 Repair ‘BRANCH PIPE’.
21.12.1994 Repair ‘CENTRE SILL’.
21.12.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.12.1994 Repair ‘COUPLER COMPLETE’.
21.12.1994 Repair ‘DIRT COLLECTORS/STRAINERS’.
21.12.1994 Repair ‘DISCHARGE DOOR’.
21.12.1994 Repair ‘DOOR COMPLETE’.
21.12.1994 Repair ‘DOOR OPENING MECHANISM’.
21.12.1994 Repair ‘DOOR SEAL’.
21.12.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1994 Repair ‘END BRAKE COCK’.
21.12.1994 Repair ‘END HOSE’.
21.12.1994 Repair ‘FLOOR SUPPORT’.
21.12.1994 Repair ‘HAND RELEASE (AIR)’.
21.12.1994 Repair ‘LADDER’.
21.12.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1994 Repair ‘ROOF BOARDS’.
21.12.1994 Repair ‘ROOF SHEET’.
21.12.1994 Repair ‘SHUNT PAD’.
21.12.1994 Repair ‘SIDE BEARER’.
21.12.1994 Repair ‘STEP’.
21.12.1994 Repair ‘TRAIN PIPE’.
21.12.1994 Repair ‘TRANSOM’.
21.12.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1994 Repair ‘WEAR PLATES & SADDLES’.
21.12.1994 Repair ‘WHEEL SET’.
10.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1995 Repair ‘BOGIE COMPLETE’.
10.03.1995 Repair ‘DOOR COMPLETE’.
10.03.1995 Repair ‘DOOR LOCK MECHANISM’.
10.03.1995 Repair ‘TRANSOM’.
10.03.1995 Repair ‘WHEEL SET’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 26

Details: wagon ‘ENHV 26 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 16.09.1996
Last Triple Valve: 11.12.1990
Last Single Car Test: 28.09.1995
Last Lift: 21.08.1987

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BRANCH PIPE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘DISCHARGE DOOR’.
11.12.1990 Repair ‘DOOR HOPPER LOADING’.
11.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1990 Repair ‘VEHICLE RENUMBERED’.
11.12.1990 Repair ‘YOKE COMPLETE’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘DOOR OPENING MECHANISM’.
08.02.1991 Repair ‘WHEEL SET’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRAKE BLOCK RB95’.
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26.01.1993 Repair ‘DOOR COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.04.1993 Repair ‘DOOR COMPLETE’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘TOP CENTRE PLATE’.
16.04.1993 Repair ‘TRANSOM’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘DISCHARGE DOOR’.
28.04.1993 Repair ‘DOOR HOPPER LOADING’.
28.04.1993 Repair ‘DOOR SEAL’.
28.04.1993 Repair ‘LADDER’.
28.04.1993 Repair ‘TRANSOM’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘DISCHARGE DOOR’.
27.06.1994 Repair ‘DOOR COMPLETE’.
27.06.1994 Repair ‘DOOR OPENING MECHANISM’.
27.06.1994 Repair ‘DOOR SEAL’.
21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1994 Repair ‘BOGIE BOLSTER’.
21.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘BOGIE SIDEFRAME’.
21.10.1994 Repair ‘DISCHARGE DOOR’.
21.10.1994 Repair ‘DOOR HOPPER LOADING’.
21.10.1994 Repair ‘DRAFT GEAR POCKET’.
21.10.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1995 Repair ‘BOGIE BEARERS’.
28.09.1995 Repair ‘BOGIE COMPLETE’.
28.09.1995 Repair ‘BRAKE PULL ROD’.
28.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1995 Repair ‘DISCHARGE DOOR’.
28.09.1995 Repair ‘DOOR COMPLETE’.
28.09.1995 Repair ‘SIDE BEARER’.
28.09.1995 Repair ‘STEP’.
28.09.1995 Repair ‘TRANSOM’.
28.09.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 27

Details: wagon ‘ENHV 27 R’ in AN ‘Eyre Peninsula Division’.

5649



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 09.08.1995
Last Triple Valve: 29.11.1990
Last Single Car Test: 09.08.1995
Last Lift: 21.08.1987

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BRAKE BLOCK OTHER’.
29.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘DOOR COMPLETE’.
29.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.11.1990 Repair ‘YOKE COMPLETE’.
07.02.1991 Repair ‘WHEEL SET’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.02.1993 Repair ‘DOOR COMPLETE’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BOGIE COMPLETE’.
05.02.1994 Repair ‘BRAKE PULL ROD’.
05.02.1994 Repair ‘COUPLER KNUCKLE’.
05.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1994 Repair ‘DISCHARGE DOOR’.
05.02.1994 Repair ‘DOOR COMPLETE’.
05.02.1994 Repair ‘DOOR OPENING MECHANISM’.
05.02.1994 Repair ‘DOOR SEAL’.
05.02.1994 Repair ‘LADDER’.
05.02.1994 Repair ‘STEP’.
05.02.1994 Repair ‘TRANSOM’.
05.02.1994 Repair ‘WEAR PLATES & SADDLES’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BODY COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘BRAKE CONTROL PIPE’.
09.08.1995 Repair ‘BRAKE PULL ROD’.
09.08.1995 Repair ‘BRANCH PIPE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DISCHARGE DOOR’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DRAFT GEAR POCKET’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1995 Repair ‘ISOLATING COCK’.
09.08.1995 Repair ‘SIDE BEARER’.
09.08.1995 Repair ‘STEP’.
09.08.1995 Repair ‘TRANSOM’.
09.08.1995 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘YOKE CARRIER’.
09.08.1995 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 28

Details: wagon ‘ENHV 28 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 06.03.1996
Last Triple Valve: 12.03.1991
Last Single Car Test: 14.08.1995
Last Lift: 21.08.1987

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

08.02.1991 Repair ‘WHEEL SET’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1991 Repair ‘DISCHARGE DOOR’.
12.03.1991 Repair ‘DOOR HINGES AND PINS’.
12.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘DISCHARGE DOOR’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BEARERS’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘DOOR COMPLETE’.
07.12.1992 Repair ‘STANCHION’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘DISCHARGE DOOR’.
03.05.1993 Repair ‘DOOR HOPPER LOADING’.
03.05.1993 Repair ‘DOOR SEAL’.
03.05.1993 Repair ‘LADDER’.
03.05.1993 Repair ‘TRANSOM’.
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13.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1995 Repair ‘BOGIE COMPLETE’.
13.03.1995 Repair ‘BRANCH PIPE’.
13.03.1995 Repair ‘COUPLER COMPLETE’.
13.03.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1995 Repair ‘DOOR COMPLETE’.
13.03.1995 Repair ‘DRAFT GEAR POCKET’.
13.03.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1995 Repair ‘WEAR PLATES & SADDLES’.
13.03.1995 Repair ‘WHEEL SET’.
13.03.1995 Repair ‘YOKE COMPLETE’.
14.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1995 Repair ‘BOGIE COMPLETE’.
14.08.1995 Repair ‘DISCHARGE DOOR’.
14.08.1995 Repair ‘DOOR COMPLETE’.
14.08.1995 Repair ‘TRANSOM’.
14.08.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 29

Details: wagon ‘ENHV 29 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 29.06.1995
Last Triple Valve: 02.02.1995
Last Brake Cylinder: 24.07.1991
Last Single Car Test: 29.06.1995
Last Lift: 21.08.1987
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

05.02.1991 Repair ‘WHEEL SET’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘DOOR HOPPER LOADING’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘YOKE COMPLETE’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘DOOR HINGES AND PINS’.
16.10.1991 Repair ‘ROOF BOARDS’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1992 Repair ‘DOOR OPENING MECHANISM’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BOLSTER’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘DISCHARGE DOOR’.
16.04.1993 Repair ‘DOOR HOPPER LOADING’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘TRANSOM’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘DOOR COMPLETE’.
10.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.09.1993 Repair ‘WHEEL SET’.
02.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1995 Repair ‘BODY COMPLETE’.
02.02.1995 Repair ‘BOGIE COMPLETE’.
02.02.1995 Repair ‘BRAKE CONTROL PIPE’.
02.02.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.02.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1995 Repair ‘DISCHARGE DOOR’.
02.02.1995 Repair ‘DOOR COMPLETE’.
02.02.1995 Repair ‘DOOR OPENING MECHANISM’.
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02.02.1995 Repair ‘SHUNT PAD’.
02.02.1995 Repair ‘STEP’.
02.02.1995 Repair ‘TRAIN PIPE’.
02.02.1995 Repair ‘VEHICLE STENCILS’.
02.02.1995 Repair ‘WHEEL SET’.
29.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1995 Repair ‘BOGIE COMPLETE’.
29.06.1995 Repair ‘DOOR COMPLETE’.
29.06.1995 Repair ‘SIDE BEARER’.
29.06.1995 Repair ‘STRIKING CASTING’.
29.06.1995 Repair ‘TRANSOM’.
29.06.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1995 Repair ‘WHEEL SET’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

ENHV 30

Details: wagon ‘ENHV 30 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-19
Date Built: 01.01.1954
Operating System: AN
Intended Use: GRAIN BULK
Remarks: EX ENBA
BSG Code: FEHG

Capacity of 37 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 11.10.1996
Last Triple Valve: 19.07.1991
Last Brake Cylinder: 19.07.1991
Last Single Car Test: 13.07.1995
Last Lift: 21.08.1987

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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23.04.1986 Alteration complete ‘CONVERT 27 NO. ‘ENBA’ VANS TO ‘ENHV’ FOR
GRAIN TRAFFIC, PAINT IN CORPORATE COLOURS. RECLASSIFY TO ‘ENHV’,
NUMBERS 16 TO 42 INCL. (RS4117)’. New class: ‘ENHV’.

14.09.1987 Alteration complete ‘RESTENCIL CAPACITY ON GRAIN HOPPER
WAGONS 1) AHGX/Y 56T 2) AHDL 55T 3) ENHV 37T (RS4225)’.

27.10.1987 Alteration complete ‘FIT DEFLECTOR CHUTES AND DOOR SAFETY
LATCHES TO DISCHARGE DOORS. TO ‘ENHV’ NO‘S 1 TO 30 (RS4233)’.

06.02.1991 Repair ‘WHEEL SET’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE BOLSTER’.
22.02.1991 Repair ‘TOP CENTRE PLATE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRAKE PULL ROD’.
19.07.1991 Repair ‘BRANCH PIPE’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1991 Repair ‘DOOR HOPPER LOADING’.
19.07.1991 Repair ‘DOOR OPENING MECHANISM’.
19.07.1991 Repair ‘END SILL’.
19.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BRAKE LEVER’.
17.10.1992 Repair ‘BRANCH PIPE’.
17.10.1992 Repair ‘CENTRE SILL’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘END SILL’.
17.10.1992 Repair ‘SIDE SILL’.
17.10.1992 Repair ‘TOP CENTRE PLATE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘DOOR COMPLETE’.
11.05.1993 Repair ‘DOOR OPENING MECHANISM’.
11.05.1993 Repair ‘TRANSOM’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘DISCHARGE DOOR’.
15.10.1993 Repair ‘DOOR COMPLETE’.
15.10.1993 Repair ‘DOOR SEAL’.
15.10.1993 Repair ‘DRAFT GEAR POCKET’.
15.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1993 Repair ‘STRIKING CASTING’.
15.10.1993 Repair ‘YOKE COMPLETE’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BODY COMPLETE’.
05.02.1994 Repair ‘BOGIE COMPLETE’.
05.02.1994 Repair ‘BRAKE PULL ROD’.
05.02.1994 Repair ‘CENTRE SILL’.
05.02.1994 Repair ‘DISCHARGE DOOR’.
05.02.1994 Repair ‘DOOR COMPLETE’.
05.02.1994 Repair ‘DOOR HINGES AND PINS’.
05.02.1994 Repair ‘DOOR OPENING MECHANISM’.
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05.02.1994 Repair ‘DOOR SEAL’.
05.02.1994 Repair ‘LADDER’.
05.02.1994 Repair ‘STEP’.
05.02.1994 Repair ‘TRANSOM’.
05.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1994 Repair ‘VEHICLE STENCILS’.
05.02.1994 Repair ‘WHEEL SET’.
13.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1995 Repair ‘BODY COMPLETE’.
13.07.1995 Repair ‘BOGIE BOLSTER’.
13.07.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1995 Repair ‘BOGIE COMPLETE’.
13.07.1995 Repair ‘BOGIE SIDEFRAME’.
13.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1995 Repair ‘DOOR COMPLETE’.
13.07.1995 Repair ‘DRAFT GEAR POCKET’.
13.07.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.07.1995 Repair ‘SIDE BEARER’.
13.07.1995 Repair ‘YOKE COMPLETE’.
19.07.1996 Alteration ‘REMOVE EXISTING DRAFT GEAR AND POCKET AND

REPLACE WITH POCKET AS PER DWG W1-508 REPLACE WITH 24’ PACKER,
YOKE AND650MM CUOPLER. (RS4922)’.

2.262 Wagon classification starting with ‘ENL’

ENLF 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 3

Details: wagon ‘ENLF 3 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 5.5m
Tare Weight: 7.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 4 WHEEL
Original Cost: $1180
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 37
Date Built: 15.06.1945
Operating System: AN
Intended Use: GENERAL
Remarks: STORED EP LINES;EX VFN
BSG Code: FYLZ

Capacity of 10.2 tonnes

Fleet Grp Code: WG SR SV

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 6

Details: wagon ‘ENLF 6 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 5.5m
Tare Weight: 7.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $1180
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 37
Date Built: 13.07.1945
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Operating System: AN
Intended Use: GENERAL
Remarks: STORED - EP LINES;EX VFN
BSG Code: FYLZ

Capacity of 10.2 tonnes

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 7

Details: wagon ‘ENLF 7 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 5.5m
Tare Weight: 7.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $1180
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 37
Date Built: 15.06.1945
Operating System: AN
Intended Use: GENERAL
Remarks: STORED - EP LINES;EX VFN
BSG Code: FYLZ

Capacity of 10.2 tonnes

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENLF 8

Details: wagon ‘ENLF 8 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 5.5m
Tare Weight: 7.8tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $1180
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 37
Date Built: 01.06.1945
Operating System: AN
Intended Use: GENERAL
Remarks: STORED - EP LINES;EX VFN
BSG Code: FYLZ

Capacity of 10.2 tonnes

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

2.263 Wagon classification starting with ‘ENO’

ENOA 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.
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ENOA 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 6

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 7

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 8

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 9

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 11

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 12

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 13

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 14

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.
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ENOA 15

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 16

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 17

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 18

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 19

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 20

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 21

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 22

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 23

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 24

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 25

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.
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ENOA 26

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 27

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 28

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 29

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 30

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOA 31

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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30.04.1987 Alteration complete ‘INCREASE CAPACITY OF ‘ENOA’ CLASS OPEN
WAGONS TO 35 TONNES BY RESTENCILLING WAGONS. ENOA (RS4196)’.

ENOB 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

ENOB 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

ENOB 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

ENOB 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOB 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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ENOB 6

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOB 7

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOB 8

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOB 9

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

ENOB 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOF 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 6

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 7

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 8

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 9

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 11

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 12

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 13

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 14

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 15

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 16

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 17

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 18

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 19

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 20

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 21

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 22

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 23

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 24

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 25

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 26

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 27

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 28

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 29

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 30

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 31

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 32

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 33

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 34

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 35

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 36

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 37

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 38

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 39

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 40

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 41

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 42

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 43

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 44

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 45

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 46

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 47

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 48

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 49

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 50

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOF 51

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 52

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 53

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 54

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 55

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 56

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 57

Details: wagon ‘ENOF 57 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 12.8tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-19
Date Built: 30.10.1953
Operating System: AN
Intended Use: GENERAL
Remarks: STORED;EX NGF;YARD FLAT
BSG Code: FEOZ

Capacity of 35 tonnes

Fleet Grp Code: WG ST SV
Return to Service Date: 15.03.1985
Last Lift: 01.11.1979

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 58

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 59

Details: wagon ‘ENOF 59 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-19
Date Built: 06.11.1953
Operating System: AN
Intended Use: GENERAL
Remarks: STORED;EX NGF;YARD FLAT
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BSG Code: FEOZ

Capacity of 35 tonnes

Fleet Grp Code: WC SV ST
Return to Service Date: 15.03.1985
Last Lift: 01.12.1979

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 60

Details: wagon ‘ENOF 60 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-19
Date Built: 06.11.1953
Operating System: AN
Intended Use: GENERAL
Remarks: STORED;EX NGF;YARD FLAT
BSG Code: FEOZ

Capacity of 35 tonnes

Fleet Grp Code: WG ST SV
Return to Service Date: 15.03.1985
Last Lift: 01.11.1979

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOF 61

Details: wagon ‘ENOF 61 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN

5677



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 11m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-19
Date Built: 13.11.1953
Operating System: AN
Intended Use: GENERAL
Remarks: STORED;EX NGF;YARD FLAT
BSG Code: FEOZ

Capacity of 35 tonnes

Fleet Grp Code: WG ST SV
Return to Service Date: 15.03.1985
Last Lift: 01.11.1979

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOG 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘DISCHARGE DOOR’.
16.05.1991 Repair ‘DOOR COVERING’.
16.05.1991 Repair ‘DOOR HINGES AND PINS’.
16.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.05.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘CARD OR CLIP HOLDER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE BEARERS’.
11.10.1991 Repair ‘BOGIE COMPLETE’.
11.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.10.1991 Repair ‘BOGIE WEAR PLATES’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘BRAKE PIN’.
11.10.1991 Repair ‘BRAKE PULL ROD’.
11.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DOOR COVERING’.
12.04.1991 Repair ‘DOOR HINGES AND PINS’.
12.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1991 Repair ‘SIDE SHEET’.
12.04.1991 Repair ‘STEP’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘END HOSE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRAKE PIN’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 3

Details: wagon ‘ENOG 3 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
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Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: RE-INSTATED 30.06.94
BSG Code: DEOZ

Capacity of 38 tonnes

Fleet Grp Code: OZ AC ST SV
Return to Service Date: 18.12.1993
Last Triple Valve: 25.09.1991
Last Single Car Test: 03.02.1992

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.07.1991 Repair ‘CARD OR CLIP HOLDER’.
01.07.1991 Repair ‘DOOR COVERING’.
01.07.1991 Repair ‘SIDE SHEET’.
01.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.07.1991 Repair ‘CARD OR CLIP HOLDER’.
16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘SIDE SHEET’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DOOR HINGES AND PINS’.
15.08.1991 Repair ‘DOOR LOCK MECHANISM’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE BLOCK RB95’.
25.09.1991 Repair ‘BRAKE PIN’.
25.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Repair ‘DOOR HINGES AND PINS’.
25.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘SIDE SHEET’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1992 Repair ‘SIDE BEARER’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ENOG 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE COMPLETE’.
18.01.1991 Repair ‘BOGIE FRICTION WEDGE’.
18.01.1991 Repair ‘BOGIE WEAR PLATES’.
18.01.1991 Repair ‘BRAKE BLOCK RB101’.
18.01.1991 Repair ‘BRAKE PULL ROD’.
18.01.1991 Repair ‘DOOR HINGES AND PINS’.
18.01.1991 Repair ‘DOOR LOCK MECHANISM’.
18.01.1991 Repair ‘DOOR OPENING MECHANISM’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.06.1991 Repair ‘CARD OR CLIP HOLDER’.
27.06.1991 Repair ‘DOOR COVERING’.
27.06.1991 Repair ‘SIDE SHEET’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘DOOR HINGES AND PINS’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘BRAKE PULL ROD’.
10.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DOOR HINGES AND PINS’.
10.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘SIDE SHEET’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BODY COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
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19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.02.1992 Repair ‘SIDE STEP’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘DOOR HINGES AND PINS’.
16.07.1991 Repair ‘SIDE SHEET’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE BLOCK RB95’.
25.09.1991 Repair ‘BRAKE PIN’.
25.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘DOOR HINGES AND PINS’.
25.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.09.1991 Repair ‘DOOR SEAL’.
25.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.09.1991 Repair ‘END BRAKE COCK’.
25.09.1991 Repair ‘END HOSE’.
25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ENOG 6

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘DOOR COMPLETE’.
09.05.1991 Repair ‘SIDE SHEET’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
02.08.1991 Repair ‘BOGIE SIDEFRAME’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘WHEEL SET’.
20.08.1991 Repair ‘END HOSE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘BRAKE PIN’.
30.09.1991 Repair ‘CARD OR CLIP HOLDER’.
30.09.1991 Repair ‘END HOSE’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘SIDE BEARER’.
30.09.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 7

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘DISCHARGE DOOR’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘SIDE MEMBER’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 8

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.05.1991 Repair ‘DOOR COMPLETE’.
01.05.1991 Repair ‘SIDE COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BEARERS’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1991 Repair ‘STEP’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 9

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1991 Repair ‘DOOR COVERING’.
21.01.1991 Repair ‘DOOR LOCK MECHANISM’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1991 Repair ‘DOOR COMPLETE’.
07.05.1991 Repair ‘SIDE COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
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16.08.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.08.1991 Repair ‘SIDE STEP’.
25.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE PIN’.
25.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘DOOR HINGES AND PINS’.
25.09.1991 Repair ‘DOOR LOCK MECHANISM’.
25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 11

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘END BRAKE COCK’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘HANDRAILS’.
27.03.1991 Repair ‘SIDE SHEET’.
27.03.1991 Repair ‘STEP’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘WHEEL SET’.
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27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘DOOR HINGES AND PINS’.
27.08.1991 Repair ‘DOOR LOCK MECHANISM’.
27.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
19.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 12

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘CARD OR CLIP HOLDER’.
16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘DOOR HINGES AND PINS’.
16.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.07.1991 Repair ‘SIDE SHEET’.
16.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘WHEEL SET’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.08.1991 Repair ‘END HOSE’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE COMPLETE’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘CARD OR CLIP HOLDER’.
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11.10.1991 Repair ‘DISCHARGE DOOR’.
11.10.1991 Repair ‘DOOR HINGES AND PINS’.
11.10.1991 Repair ‘DOOR LOCK MECHANISM’.
11.10.1991 Repair ‘DOOR OPENING MECHANISM’.
11.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 13

Details: wagon ‘ENOG 13 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: RE-INSTATED 30.06.94
BSG Code: DEOZ

Capacity of 38 tonnes

Fleet Grp Code: OZ AC ST SV
Return to Service Date: 18.12.1993
Last Single Car Test: 03.02.1992

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘DOOR HINGES AND PINS’.
16.07.1991 Repair ‘SIDE SHEET’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘CARD OR CLIP HOLDER’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
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09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1992 Repair ‘SIDE BEARER’.
03.02.1992 Repair ‘TRAIN PIPE’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ENOG 14

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB101’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
21.01.1991 Repair ‘DOOR LOCK MECHANISM’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1991 Repair ‘DOOR COVERING’.
26.05.1991 Repair ‘SIDE SHEET’.
16.07.1991 Repair ‘CARD OR CLIP HOLDER’.
16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘SIDE SHEET’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘BRAKE BLOCK RB95’.
11.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1991 Repair ‘COUPLER COMPLETE’.
11.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1991 Repair ‘SIDE SHEET’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BODY COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
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19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BODY COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 15

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘DOOR HINGES AND PINS’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DOOR HINGES AND PINS’.
15.08.1991 Repair ‘DOOR LOCK MECHANISM’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 16

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.05.1991 Repair ‘DOOR COMPLETE’.
03.05.1991 Repair ‘SIDE SHEET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 17

Details: wagon ‘ENOG 17 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: EX OGN;DOORS SEALED
BSG Code: FEOZ

Capacity of 38 tonnes

Fleet Grp Code: AC OZ ST SV
Return to Service Date: 12.11.1991
Last Single Car Test: 26.08.1991

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
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03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1991 Repair ‘HANDBRAKE HANDLE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BEARERS’.
26.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRAKE PIN’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR HINGES AND PINS’.
12.11.1991 Repair ‘DOOR LOCK MECHANISM’.
12.11.1991 Repair ‘DOOR OPENING MECHANISM’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘SIDE SHEET’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.

ENOG 18

Details: wagon ‘ENOG 18 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: EX OGN;DOORS SEALED
BSG Code: FEOZ
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Capacity of 38 tonnes

Fleet Grp Code: AC OZ ST SV
Return to Service Date: 30.09.1991
Due Triple Valve: 20.08.1992
Last Single Car Test: 30.09.1991

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘DOOR HINGES AND PINS’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘END COMPLETE’.
20.08.1991 Repair ‘SIDE COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘CARD OR CLIP HOLDER’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.09.1991 Repair ‘HANDBRAKE HANDLE’.
30.09.1991 Repair ‘HANDRAILS’.
30.09.1991 Repair ‘SIDE SHEET’.

ENOG 19

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘END BRAKE COCK’.
27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘HANDRAILS END’.
27.03.1991 Repair ‘SIDE SHEET’.
27.03.1991 Repair ‘STEP’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘CARD OR CLIP HOLDER’.
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17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 20

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

08.05.1991 Repair ‘DOOR COVERING’.
08.05.1991 Repair ‘END SHEETING’.
08.05.1991 Repair ‘SIDE SHEET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BOGIE FRICTION WEDGE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘BRAKE PULL ROD’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 21

Details: wagon ‘ENOG 21 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
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Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: RE-INSTATED 30.06.94
BSG Code: DEOZ

Capacity of 38 tonnes

Fleet Grp Code: AC OZ ST SV
Return to Service Date: 18.12.1993
Last Single Car Test: 28.01.1992

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘DOOR HINGES AND PINS’.
18.01.1991 Repair ‘DOOR OPENING MECHANISM’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘DOOR HINGES AND PINS’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘SIDE SHEET’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ENOG 22

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE BEARERS’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE PIN’.
09.10.1991 Repair ‘CARD OR CLIP HOLDER’.
09.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘BRAKE PIN’.
10.02.1992 Repair ‘DOOR LOCK MECHANISM’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 23

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘DOOR COVERING’.
11.04.1991 Repair ‘DOOR HINGES AND PINS’.
11.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.04.1991 Repair ‘SIDE SHEET’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
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17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 24

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1991 Repair ‘DOOR OPENING MECHANISM’.
24.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1991 Repair ‘END SHEETING’.
22.07.1991 Repair ‘END HOSE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.09.1991 Repair ‘END SHEETING’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘SIDE BEARER’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 25

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘DOOR HINGES AND PINS’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘DOOR COMPLETE’.
08.05.1991 Repair ‘SIDE SHEET’.
02.08.1991 Repair ‘DOOR LOCK MECHANISM’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRAKE PIN’.
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12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR HINGES AND PINS’.
12.11.1991 Repair ‘DOOR LOCK MECHANISM’.
12.11.1991 Repair ‘DOOR OPENING MECHANISM’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘SIDE SHEET’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 26

Details: wagon ‘ENOG 26 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: EX OGN;DOORS SEALED
BSG Code: FEOZ

Capacity of 38 tonnes

Fleet Grp Code: AC OZ ST SV
Return to Service Date: 12.11.1991
Last Single Car Test: 12.11.1991

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.07.1991 Repair ‘CARD OR CLIP HOLDER’.
01.07.1991 Repair ‘DOOR COVERING’.
01.07.1991 Repair ‘END SHEETING’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.

5697



2. TIMS GROUP INFORMATION - WAGONS

12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRAKE PIN’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.

ENOG 27

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

09.05.1991 Repair ‘CARD OR CLIP HOLDER’.
09.05.1991 Repair ‘DOOR COVERING’.
09.05.1991 Repair ‘SIDE SHEET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 28

Details: wagon ‘ENOG 28 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: RE-INSTATED 30.06.94
BSG Code: DEOZ

Capacity of 38 tonnes

Fleet Grp Code: AH OZ ST SV
Return to Service Date: 09.04.1994
Last Single Car Test: 09.10.1991

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘CARD OR CLIP HOLDER’.
01.07.1991 Repair ‘DOOR COVERING’.
01.07.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘HANDRAILS’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ENOG 29

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘DOOR HINGES AND PINS’.
27.03.1991 Repair ‘DOOR OPENING MECHANISM’.
27.03.1991 Repair ‘END BRAKE COCK’.
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27.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.03.1991 Repair ‘HANDRAILS’.
27.03.1991 Repair ‘HANDRAILS END’.
27.03.1991 Repair ‘SIDE SHEET’.
27.03.1991 Repair ‘STEP’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘BRAKE PIN’.
17.09.1991 Repair ‘CENTRE SILL’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFT GEAR POCKET’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE SHEET’.
17.09.1991 Repair ‘YOKE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 30

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BEARERS’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK OTHER’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘BRAKE PULL ROD’.
16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘SIDE SHEET’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘SIDE SHEET’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE COMPLETE’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘BRAKE PIN’.
11.10.1991 Repair ‘DISCHARGE DOOR’.
11.10.1991 Repair ‘DOOR HINGES AND PINS’.
11.10.1991 Repair ‘DOOR LOCK MECHANISM’.
11.10.1991 Repair ‘DOOR OPENING MECHANISM’.
11.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 31

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DOOR HINGES AND PINS’.
30.09.1991 Repair ‘DOOR LOCK MECHANISM’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 32

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘END SHEETING’.
03.06.1991 Repair ‘SIDE SHEET’.
20.08.1991 Repair ‘END HOSE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
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09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 33

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.05.1991 Repair ‘DOOR COVERING’.
14.05.1991 Repair ‘SIDE SHEET’.
16.05.1991 Repair ‘DOOR COVERING’.
16.05.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 34

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.05.1991 Repair ‘CARD OR CLIP HOLDER’.
23.05.1991 Repair ‘DOOR COVERING’.
23.05.1991 Repair ‘SIDE SHEET’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BEARINGS’.
02.08.1991 Repair ‘BOGIE BOLSTER’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BOGIE SPRING’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
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19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 35

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘DOOR COMPLETE’.
30.04.1991 Repair ‘DOOR HINGES AND PINS’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Repair ‘END SHEETING’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BEARERS’.
26.08.1991 Repair ‘SIDE MEMBER’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE BEARER’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 36

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘CARD OR CLIP HOLDER’.
24.06.1991 Repair ‘DOOR COVERING’.
24.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.06.1991 Repair ‘END SHEETING’.
24.06.1991 Repair ‘SIDE SHEET’.
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24.06.1991 Repair ‘WEAR PLATES & SADDLES’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE PIN’.
30.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DOOR HINGES AND PINS’.
30.09.1991 Repair ‘DOOR LOCK MECHANISM’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘SIDE SHEET’.
30.09.1991 Repair ‘STEP’.
30.09.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 37

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

22.05.1991 Repair ‘DOOR COVERING’.
22.05.1991 Repair ‘FLOOR SHEETING’.
22.05.1991 Repair ‘SIDE SHEET’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFT GEAR POCKET’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE SHEET’.
17.09.1991 Repair ‘YOKE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 38

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

06.05.1991 Repair ‘CARD OR CLIP HOLDER’.
06.05.1991 Repair ‘DOOR COVERING’.
06.05.1991 Repair ‘END COMPLETE’.
06.05.1991 Repair ‘END SHEETING’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1991 Repair ‘BOGIE BEARINGS’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘DISCHARGE DOOR’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘STEP’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BOGIE WEAR PLATES’.
19.11.1991 Repair ‘BOGIE WEAR PLATES’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 39

Details: wagon ‘ENOG 39 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: EX OGN;DOORS SEALED
BSG Code: FEOZ

Capacity of 38 tonnes

Fleet Grp Code: AC OZ ST SV
Return to Service Date: 19.11.1991
Last Single Car Test: 19.11.1991
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02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1991 Repair ‘DOOR LOCK MECHANISM’.
24.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1991 Repair ‘END SHEETING’.
02.05.1991 Repair ‘SIDE SHEET’.
16.08.1991 Repair ‘SIDE STEP’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BOGIE SPRING’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE PIN’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘UNDERFRAME COMPLETE’.

ENOG 40

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

21.06.1991 Repair ‘DOOR COVERING’.
21.06.1991 Repair ‘END SHEETING’.
21.06.1991 Repair ‘SIDE SHEET’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BEARERS’.
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘BRAKE LEVER’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DOOR HINGES AND PINS’.
15.08.1991 Repair ‘DOOR LOCK MECHANISM’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR LOCK MECHANISM’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 41

Details: wagon ‘ENOG 41 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: EX OGN;DOORS SEALED
BSG Code: FEOZ

Capacity of 38 tonnes

Fleet Grp Code: AC OZ ST SV
Return to Service Date: 17.09.1991
Last Single Car Test: 17.09.1991

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

08.05.1991 Repair ‘DISCHARGE DOOR’.
08.05.1991 Repair ‘DOOR COMPLETE’.
08.05.1991 Repair ‘END SHEETING’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘DOOR HINGES AND PINS’.
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30.07.1991 Repair ‘DOOR LOCK MECHANISM’.
30.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘CENTRE SILL’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘DRAFT GEAR POCKET’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘YOKE COMPLETE’.

ENOG 42

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.06.1991 Repair ‘CARD OR CLIP HOLDER’.
03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BODY COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘CARD OR CLIP HOLDER’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COMPLETE’.
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Repair ‘SIDE SHEET’.
17.09.1991 Repair ‘STEP’.
17.09.1991 Repair ‘YOKE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 43

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘DOOR COMPLETE’.
01.05.1991 Repair ‘DOOR HINGES AND PINS’.
01.05.1991 Repair ‘DOOR LOCK MECHANISM’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1991 Repair ‘SIDE SHEET’.
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28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘DOOR OPENING MECHANISM’.
28.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 44

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DOOR HINGES AND PINS’.
14.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.08.1991 Repair ‘DOOR HINGES AND PINS’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BODY COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 45

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.06.1991 Repair ‘CARD OR CLIP HOLDER’.
05.06.1991 Repair ‘DOOR COVERING’.
05.06.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
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09.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 46

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

16.05.1991 Repair ‘DOOR COVERING’.
16.05.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘DOOR LOCK MECHANISM’.
26.08.1991 Repair ‘DOOR LOCK MECHANISM’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1992 Repair ‘BRAKE PIN’.
10.02.1992 Repair ‘DOOR LOCK MECHANISM’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 47

Details: wagon ‘ENOG 47 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN G-22
Date Built: 01.01.1947
Operating System: AN
Intended Use: SALT
Remarks: RE-INSTATED 30.06.94
BSG Code: DEOZ

Capacity of 38 tonnes
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Fleet Grp Code: AC OZ ST SV
Return to Service Date: 18.12.1993
Due Triple Valve: 11.10.1992
Last Single Car Test: 11.10.1991

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

21.06.1991 Repair ‘CARD OR CLIP HOLDER’.
21.06.1991 Repair ‘DOOR COVERING’.
21.06.1991 Repair ‘END SHEETING’.
21.06.1991 Repair ‘SIDE SHEET’.
16.07.1991 Repair ‘CARD OR CLIP HOLDER’.
16.07.1991 Repair ‘DOOR COVERING’.
16.07.1991 Repair ‘END SHEETING’.
16.07.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘SIDE SHEET’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE COMPLETE’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.10.1991 Repair ‘COUPLER COMPLETE’.
11.10.1991 Repair ‘DOOR HINGES AND PINS’.
11.10.1991 Repair ‘DOOR LOCK MECHANISM’.
11.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ENOG 48

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

02.07.1991 Repair ‘CARD OR CLIP HOLDER’.
02.07.1991 Repair ‘DOOR COVERING’.
02.07.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘SIDE MEMBER’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 49

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
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PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.06.1991 Repair ‘CARD OR CLIP HOLDER’.
05.06.1991 Repair ‘DOOR COVERING’.
05.06.1991 Repair ‘SIDE SHEET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1991 Repair ‘HANDBRAKE HANDLE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 50

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1991 Repair ‘DOOR OPENING MECHANISM’.
24.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1991 Repair ‘DOOR COMPLETE’.
06.05.1991 Repair ‘SIDE COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘CENTRE SILL’.
09.10.1991 Repair ‘DOOR HINGES AND PINS’.
09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘SIDE SHEET’.
09.10.1991 Repair ‘STEP’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 51

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

03.06.1991 Repair ‘DOOR COVERING’.
03.06.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘DOOR HINGES AND PINS’.
30.09.1991 Repair ‘DOOR LOCK MECHANISM’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘SIDE SHEET’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 52

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.05.1991 Repair ‘DOOR COVERING’.
14.05.1991 Repair ‘SIDE SHEET’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BODY COMPLETE’.
12.11.1991 Repair ‘BOGIE BEARERS’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRAKE PIN’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 53

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘DISCHARGE DOOR’.
18.04.1991 Repair ‘DOOR COVERING’.
18.04.1991 Repair ‘DOOR HINGES AND PINS’.
18.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Repair ‘SIDE SHEET’.
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07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE SHOE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘BRAKE PIN’.
07.11.1991 Repair ‘CENTRE SILL’.
07.11.1991 Repair ‘FLOOR SUPPORT’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘STEP’.
07.11.1991 Repair ‘TOP CENTRE PLATE’.
07.11.1991 Repair ‘UNDERFRAME COMPLETE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘BRAKE PIN’.
12.11.1991 Repair ‘CENTRE SILL’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1991 Repair ‘DOOR COMPLETE’.
12.11.1991 Repair ‘FLOOR SUPPORT’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘TOP CENTRE PLATE’.
12.11.1991 Repair ‘YOKE COMPLETE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.02.1992 Repair ‘SIDE MEMBER’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOG 54

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

02.05.1991 Repair ‘DOOR COMPLETE’.
02.05.1991 Repair ‘SIDE COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BEARERS’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DOOR HINGES AND PINS’.
15.08.1991 Repair ‘DOOR HINGES AND PINS’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1991 Repair ‘DISCHARGE DOOR’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘SIDE MEMBER’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE PIN’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOH 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOH 7

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOH 10

09.06.1988 Reclassified from wagon ‘ENOH 10 D’ to ’ wagon ‘OHN 10 M’.

ENOH 11

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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ENOH 12

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOH 14

17.09.1987 Reclassified from wagon ‘ENOH 14 Q’ to ’ wagon ‘AOHY 14 P’.

ENOH 15

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOH 16

22.07.1988 Reclassified from wagon ‘ENOH 16 L’ to ’ wagon ‘OHN 16 U’.

ENOH 17

25.09.1987 Reclassified from wagon ‘ENOH 17 U’ to ’ wagon ‘AOHY 3216 T’.

ENOH 18

Details: wagon ‘ENOH 18 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: NN 68
Date Built: 01.01.1966
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 12.03.94
BSG Code: FSOZ
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Capacity of 40.6 tonnes

Fleet Grp Code: AC WG ST SV
Return to Service Date: 02.03.1994

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ENOH 20

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

14.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

ENOJ 1

17.09.1987 Reclassified from wagon ‘ENOJ 1 M’ to ’ wagon ‘AODF 3327 B’.

ENOJ 2

15.09.1987 Reclassified from wagon ‘ENOJ 2 V’ to ’ wagon ‘AODF 3328 K’.

ENOL 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOL 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

5717



2. TIMS GROUP INFORMATION - WAGONS

ENOS 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 5

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 6

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 7

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 8

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOS 9

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 11

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 12

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 13

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 14

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 15

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENOS 16

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 17

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 18

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 19

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENOS 20

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

2.264 Wagon classification starting with ‘ENP’

ENPS 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENPT 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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ENPT 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

2.265 Wagon classification starting with ‘ENT’

ENTO 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

ENTO 2

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

2.266 Wagon classification starting with ‘ENV’

ENVA 1

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ENVA 2

Details: wagon ‘ENVA 2 G’ in AN ‘Eyre Peninsula Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 20tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $26860
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB B-6
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Date Built: 11.11.1968
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 20.08.88;SOLD PRRPS 22.01.90
BSG Code: DEVZ

Capacity of 1 tonnes

Corporate ID flag: Y
Fleet Grp Code: OD OZ
Return to Service Date: 22.01.1990

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

22.01.1990 Repair ‘VEHICLE SOLD’.

ENVA 3

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.06.1991 Repair ‘VEHICLE SOLD’.

ENVA 4

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘HOSE FITTINGS’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BOGIE WEAR PLATES’.
24.04.1991 Repair ‘DOOR OPENING MECHANISM’.
24.04.1991 Repair ‘DOOR ROLLER’.
24.04.1991 Repair ‘DOOR SLIDE RAIL’.
24.04.1991 Repair ‘HANDRAILS END’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘HOSE FITTINGS’.
24.05.1991 Repair ‘SIDE SHEET’.
13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.267 Wagon classification starting with ‘ER’

ER 207

Details: wagon ‘ER 207 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $133250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 13.05.1969
Operating System: TRANS POOL
Intended Use: GENERAL
Remarks: DORMITORY CAR
BSG Code: PSTZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 22.12.1992
Due Triple Valve: 10.08.1997
Last Triple Valve: 04.01.1993
Last Single Car Test: 22.11.1988
Last Lift: 12.05.1980

27.08.1982 Alteration ‘MODIFY HANDBRAKE PULLEY ON STAINLESS STEEL CARS.
(16s82)’.

10.03.1986 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO VESTIBULE FLAP
OF STAINLESS STEEL PASSENGER CARS. ARL, ARM, ARJ, BRJ, ER, SSA.
(RS4109)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

15.03.1988 Alteration complete ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL
SPRINGS TO EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

05.04.1988 Alteration complete ‘GHAN PASSENGER CAR EXTERIOR
REFURBISHMENT. (A) FIT GHAN LOGO TO CARS (B) FIT VINYL STRIPE TO
CARS (RS4279)’.
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01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH
CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

26.07.1988 Alteration “GHAN’ PASSENGER CAR INTERIOR REFURBISHMENT. A.
REFURBISH INTERIOR OF ALL CARS IN ACCORDANCE WITH DRAWINGS. B.
RECLASSIFY CDF 265 TO AOB 265. (RS4304)’. New class: ‘AOB’.

01.08.1989 Alteration complete ‘A) REMOVE SHOWER & TOILET (KITCHEN END OF
CAR) B) INSTAL REFRIGERATOR C) REWORK KITCHEN PARTITIONS & DOOR
ER 207 (RS4439)’.

06.09.1989 Repair ‘COMBOLETS (PASS.)’.
06.09.1989 Repair ‘INTERIOR FURBISHINGS (PASS.)’.
30.11.1989 Alteration ‘RELOCATE CEILING MOULD SCREW, COMPARTMENT SIDE

OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT AND COMPARTMENT
DOOR TO BE RELOCATED 25 MM CLOSER TO COMPARTMENT DOOR, DUE
TO ELECTRICAL WIRING IN CORRIDOR PARTITION. ARL, ARM, ER (RS4461)’.

24.06.1990 Repair ‘WHEEL SET’.
30.01.1991 Repair ‘WHEEL SET’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE CLEARANCE’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.12.1992 Repair ‘END COMPLETE’.
22.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1992 Repair ‘WEAR PLATES & SADDLES’.
22.12.1992 Repair ‘WHEEL SET’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

04.08.1993 Alteration ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS ON ALL IP
AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO. A0/C8-11.
(RS4812)’.

04.08.1993 Alteration ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET CHUTE ON
ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH DWG NO.
A1/C8-10. (RS4811)’.

25.01.1994 Alteration ‘REPLACE EXISTING STAR/DELTA STARTER WITH CLIPSAL
STARTER. INSTALL ADDITIONAL CONDENSER FAN CONTACTOR & UPGRADE
OTHER CONTACTORS. INSTALLL ISOLATORS TO UNDERFRAME MOTORS.
INSTALL EARTH WIRE FORM MAIN SWBD TO AIR CON PANEL & REWIRE AS
PER DRAWINGS. GHAN PASSENGER CARS. (RS4842)’.

15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS
REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.

ER 208

Details: wagon ‘ER 208 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $133250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 19.06.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: DORMITORY CAR
BSG Code: PSPZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 30.10.1991
Last Triple Valve: 24.02.1992
Last Lift: 16.11.1982

27.08.1982 Alteration ‘MODIFY HANDBRAKE PULLEY ON STAINLESS STEEL CARS.
(16s82)’.

10.03.1986 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO VESTIBULE FLAP
OF STAINLESS STEEL PASSENGER CARS. ARL, ARM, ARJ, BRJ, ER, SSA.
(RS4109)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

15.03.1988 Alteration complete ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL
SPRINGS TO EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH
CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

06.07.1989 Repair ‘WHEEL SET’.
30.11.1989 Alteration ‘RELOCATE CEILING MOULD SCREW, COMPARTMENT SIDE

OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT AND COMPARTMENT
DOOR TO BE RELOCATED 25 MM CLOSER TO COMPARTMENT DOOR, DUE
TO ELECTRICAL WIRING IN CORRIDOR PARTITION. ARL, ARM, ER (RS4461)’.

21.03.1990 Repair ‘WHEEL SET’.
02.07.1991 Repair ‘WHEEL SET’.
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30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.10.1991 Repair ‘BOGIE CLEARANCE’.
30.10.1991 Repair ‘BOGIE COMPLETE’.
30.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.10.1991 Repair ‘CONCERTINA (PASS.)’.
30.10.1991 Repair ‘COUPLER KNUCKLE’.
30.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.10.1991 Repair ‘END COMPLETE’.
30.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1991 Repair ‘VESTIBULE (PASS.)’.
30.10.1991 Repair ‘VESTIBULE (PASS.)’.
30.10.1991 Repair ‘WHEEL SET’.
30.10.1991 Repair ‘YOKE COMPLETE’.
30.10.1991 Repair ‘YOKE PIN’.
14.05.1993 Alteration ‘FIT ‘MINER TCC 8000’ CONSTANT CONTACT SIDEBEARERS

TO ALL I.P. PASSENGER CARS TO DRAWING C3-13. (RS4791)’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

04.08.1993 Alteration ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS ON ALL IP
AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO. A0/C8-11.
(RS4812)’.

04.08.1993 Alteration ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET CHUTE ON
ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH DWG NO.
A1/C8-10. (RS4811)’.

15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS
REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.

ER 313

Details: wagon ‘ER 313 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $198670
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 05.06.1974
Operating System: IP POOL
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Intended Use: GENERAL
Remarks: DORMITORY CAR
BSG Code: PSPZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 17.08.1994
Last Lift: 07.08.1980

28.08.1980 Alteration complete ‘REMOVE EXISTING ASBESTOS INSULATION FROM
AIR CONDITIONING CONTROL CABI NET,LIGHTING SWITHBOARD
CONTROL CABINET,AND HEATER BANK COVER PLATE IN ROOF UNIT.
(12s80)’.

27.08.1982 Alteration ‘MODIFY HANDBRAKE PULLEY ON STAINLESS STEEL CARS.
(16s82)’.

10.03.1986 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO VESTIBULE FLAP
OF STAINLESS STEEL PASSENGER CARS. ARL, ARM, ARJ, BRJ, ER, SSA.
(RS4109)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

15.03.1988 Alteration complete ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL
SPRINGS TO EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH
CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

30.11.1989 Alteration complete ‘RELOCATE CEILING MOULD SCREW,
COMPARTMENT SIDE OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT
AND COMPARTMENT DOOR TO BE RELOCATED 25 MM CLOSER TO
COMPARTMENT DOOR, DUE TO ELECTRICAL WIRING IN CORRIDOR
PARTITION. ARL, ARM, ER (RS4461)’.

21.12.1989 Repair ‘WHEEL SET’.
19.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
31.01.1992 Repair ‘WHEEL SET’.
14.05.1993 Alteration complete ‘FIT ‘MINER TCC 8000’ CONSTANT CONTACT

SIDEBEARERS TO ALL I.P. PASSENGER CARS TO DRAWING C3-13. (RS4791)’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

5727



2. TIMS GROUP INFORMATION - WAGONS

04.08.1993 Alteration complete ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS
ON ALL IP AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO.
A0/C8-11. (RS4812)’.

04.08.1993 Alteration complete ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET
CHUTE ON ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH
DWG NO. A1/C8-10. (RS4811)’.

15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS
REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.

17.08.1994 Repair ‘BOGIE BEARERS’.
17.08.1994 Repair ‘CONCERTINA (PASS.)’.
17.08.1994 Repair ‘CONCERTINA (PASS.)’.
17.08.1994 Repair ‘END FRAME MEMBER’.
17.08.1994 Repair ‘INTERIOR FURBISHINGS (PASS.)’.
17.08.1994 Repair ‘TOILETS’.
17.08.1994 Repair ‘VESTIBULE (PASS.)’.
17.08.1994 Repair ‘VESTIBULE (PASS.)’.

ER 906

Details: wagon ‘ER 906 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $131220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 08.04.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: DORMITORY CAR;I.P.VANS
BSG Code: PSPZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 17.08.1994
Last Triple Valve: 07.02.1989
Last Lift: 15.09.1980

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.
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10.12.1979 Alteration complete ‘MODIFICATION TO HANDBRAKE. DWG AC 1709B,
BC1567C. BRG 969, 972, 974. BRJ 912, 914, 915, 916, 917, 918, 919, 999. DF 930,
934, 935, 964. ER 906, 909, 910, 911. (IP1379)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

20.08.1980 Alteration complete ‘REMOVE EXISTING ASBESTOS INSULATION FROM
AIR CONDITIONING CONTROL CABINET. LIGHTING SWITCHBOARD
CONTROL CABINET AND HEATER BANK COVER PLATE IN ROOF. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985, 986, ARL
920,921,922,923,925,947,961,962,963,990,992, ARM 951,952,953, 954,987, BRG
969,972,974, BRJ 912,914,915,916,917,918,919,999, CDF 924 928,929,966, DF
927,930,934,935,964, ER 906,909,910,911. (IP0880)’.

27.08.1982 Alteration ‘MODIFICATION TO HANDBRAKE PULLEY. DWG. 1C 189. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985,986, ARL 920,921,
922,923,925,947,961,962,963,990,992, ARM 951,952,953,954,987, BRJ 912,
914,915,916,917,918,919,999, CDF 924,928,929,966, DF 927,930,934,964, ER
906,909,910,911. (IP0782)’.

15.05.1984 Alteration complete ‘ALTERATION TO VESTIBULE ENTRANCE FLAPS.
DWG. 2C 173. ARJ 940,941,944,945,973,984,985,986, ARL
920,921,922,923,925,947,961, 962,963,990,992, ARM 951,952,953,954,987, BRG
969,972,974, BRJ 912, 914,915,916,917,918,919,999, ER 906,909,910,911.
(IP0184)’.

31.07.1984 Alteration complete ‘REPLACE TRUNNIONS AND SCREW AS USED ON
WATER TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC
12545B.I. ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO ENTRANCE FLAP
OF STAINLESS STEEL PASSENGER CARS. APPLICABLE DRAWINGS 2C-182 &
3C-111 (IP0287)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

20.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOX.
APPLICABLE DRAWING 2C-190 (IP0387)’.

11.06.1987 Alteration complete ‘FIT SHOWER ROSE ‘CONSERVA’ LOW PRESSURE
SHOWER ROSE PART NO. 56/203. WHEN REQUIRED TO BE REPLACED.
;SUPERSEDED BY IP1087; (IP0687)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

09.12.1987 Alteration complete ‘REMOVAL ;CONSERVA; SHOWER ROSE IP MOD
6/87 FIT INLINE FLOW RESTRICTOR AND REFIT ORIGINAL SHOWER ROSE.
(IP1087)’.

15.03.1988 Alteration complete ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL
SPRINGS TO EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
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PASSENGER CARS. (RS4270)’.
01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH

CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

30.11.1989 Alteration complete ‘RELOCATE CEILING MOULD SCREW,
COMPARTMENT SIDE OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT
AND COMPARTMENT DOOR TO BE RELOCATED 25 MM CLOSER TO
COMPARTMENT DOOR, DUE TO ELECTRICAL WIRING IN CORRIDOR
PARTITION. ARL, ARM, ER (RS4461)’.

29.03.1990 Repair ‘WHEEL SET’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Repair ‘BOGIE CLEARANCE’.
08.02.1991 Repair ‘BOGIE WEAR PLATES’.
08.02.1991 Repair ‘CONCERTINA (PASS.)’.
08.02.1991 Repair ‘END COMPLETE’.
08.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘YOKE COMPLETE’.
14.05.1993 Alteration complete ‘FIT ‘MINER TCC 8000’ CONSTANT CONTACT

SIDEBEARERS TO ALL I.P. PASSENGER CARS TO DRAWING C3-13. (RS4791)’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

04.08.1993 Alteration complete ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS
ON ALL IP AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO.
A0/C8-11. (RS4812)’.

04.08.1993 Alteration complete ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET
CHUTE ON ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH
DWG NO. A1/C8-10. (RS4811)’.

15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS
REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.

17.08.1994 Repair ‘BOGIE BEARERS’.
17.08.1994 Repair ‘CONCERTINA (PASS.)’.
17.08.1994 Repair ‘END FRAME MEMBER’.
17.08.1994 Repair ‘INTERIOR FURBISHINGS (PASS.)’.
17.08.1994 Repair ‘TOILETS’.

ER 909

Details: wagon ‘ER 909 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
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Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $131220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 04.06.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: DORMITORY CAR;I.P.VANS
BSG Code: PSPZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 17.08.1994
Due Triple Valve: 25.10.1996
Last Triple Valve: 09.03.1988
Last Lift: 10.08.1982

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

10.12.1979 Alteration complete ‘MODIFICATION TO HANDBRAKE. DWG AC 1709B,
BC1567C. BRG 969, 972, 974. BRJ 912, 914, 915, 916, 917, 918, 919, 999. DF 930,
934, 935, 964. ER 906, 909, 910, 911. (IP1379)’.

09.01.1980 Alteration ‘MODIFICATION OF DRAFTGEAR POCKET AND HEADSTOCK.
DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC, ARJ, ARL, ARM,
BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

20.08.1980 Alteration complete ‘REMOVE EXISTING ASBESTOS INSULATION FROM
AIR CONDITIONING CONTROL CABINET. LIGHTING SWITCHBOARD
CONTROL CABINET AND HEATER BANK COVER PLATE IN ROOF. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985, 986, ARL
920,921,922,923,925,947,961,962,963,990,992, ARM 951,952,953, 954,987, BRG
969,972,974, BRJ 912,914,915,916,917,918,919,999, CDF 924 928,929,966, DF
927,930,934,935,964, ER 906,909,910,911. (IP0880)’.

27.08.1982 Alteration ‘MODIFICATION TO HANDBRAKE PULLEY. DWG. 1C 189. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985,986, ARL 920,921,
922,923,925,947,961,962,963,990,992, ARM 951,952,953,954,987, BRJ 912,
914,915,916,917,918,919,999, CDF 924,928,929,966, DF 927,930,934,964, ER
906,909,910,911. (IP0782)’.

15.05.1984 Alteration complete ‘ALTERATION TO VESTIBULE ENTRANCE FLAPS.
DWG. 2C 173. ARJ 940,941,944,945,973,984,985,986, ARL
920,921,922,923,925,947,961, 962,963,990,992, ARM 951,952,953,954,987, BRG
969,972,974, BRJ 912, 914,915,916,917,918,919,999, ER 906,909,910,911.
(IP0184)’.
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31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO ENTRANCE FLAP
OF STAINLESS STEEL PASSENGER CARS. APPLICABLE DRAWINGS 2C-182 &
3C-111 (IP0287)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

20.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOX.
APPLICABLE DRAWING 2C-190 (IP0387)’.

11.06.1987 Alteration ‘FIT SHOWER ROSE ‘CONSERVA’ LOW PRESSURE SHOWER
ROSE PART NO. 56/203. WHEN REQUIRED TO BE REPLACED. ;SUPERSEDED
BY IP1087; (IP0687)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

09.12.1987 Alteration ‘REMOVAL ;CONSERVA; SHOWER ROSE IP MOD 6/87 FIT
INLINE FLOW RESTRICTOR AND REFIT ORIGINAL SHOWER ROSE. (IP1087)’.

15.03.1988 Alteration ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL SPRINGS TO
EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH
CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

02.08.1989 Repair ‘WHEEL SET’.
04.11.1989 Repair ‘WHEEL SET’.
30.11.1989 Alteration complete ‘RELOCATE CEILING MOULD SCREW,

COMPARTMENT SIDE OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT
AND COMPARTMENT DOOR TO BE RELOCATED 25 MM CLOSER TO
COMPARTMENT DOOR, DUE TO ELECTRICAL WIRING IN CORRIDOR
PARTITION. ARL, ARM, ER (RS4461)’.

24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1993 Alteration complete ‘FIT ‘MINER TCC 8000’ CONSTANT CONTACT

SIDEBEARERS TO ALL I.P. PASSENGER CARS TO DRAWING C3-13. (RS4791)’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

04.08.1993 Alteration complete ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS
ON ALL IP AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO.
A0/C8-11. (RS4812)’.

04.08.1993 Alteration complete ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET
CHUTE ON ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH
DWG NO. A1/C8-10. (RS4811)’.

15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS
REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
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MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.
17.08.1994 Repair ‘BOGIE BEARERS’.
17.08.1994 Repair ‘CONCERTINA (PASS.)’.
17.08.1994 Repair ‘END FRAME MEMBER’.
17.08.1994 Repair ‘INTERIOR FURBISHINGS (PASS.)’.
17.08.1994 Repair ‘TOILETS’.
17.08.1994 Repair ‘WATER SYSTEM’.

ER 910

Details: wagon ‘ER 910 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $131220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 15.05.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: DORMITORY CAR;I.P.VANS
BSG Code: PSPZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 23.11.1990
Last Triple Valve: 10.04.1991
Last Lift: 15.11.1985

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

10.12.1979 Alteration complete ‘MODIFICATION TO HANDBRAKE. DWG AC 1709B,
BC1567C. BRG 969, 972, 974. BRJ 912, 914, 915, 916, 917, 918, 919, 999. DF 930,
934, 935, 964. ER 906, 909, 910, 911. (IP1379)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

20.08.1980 Alteration complete ‘REMOVE EXISTING ASBESTOS INSULATION FROM
AIR CONDITIONING CONTROL CABINET. LIGHTING SWITCHBOARD

5733



2. TIMS GROUP INFORMATION - WAGONS

CONTROL CABINET AND HEATER BANK COVER PLATE IN ROOF. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985, 986, ARL
920,921,922,923,925,947,961,962,963,990,992, ARM 951,952,953, 954,987, BRG
969,972,974, BRJ 912,914,915,916,917,918,919,999, CDF 924 928,929,966, DF
927,930,934,935,964, ER 906,909,910,911. (IP0880)’.

27.08.1982 Alteration complete ‘MODIFICATION TO HANDBRAKE PULLEY. DWG. 1C
189. AFC 936,937,938,939, ARJ 940,941,944,945,973,984,985,986, ARL 920,921,
922,923,925,947,961,962,963,990,992, ARM 951,952,953,954,987, BRJ 912,
914,915,916,917,918,919,999, CDF 924,928,929,966, DF 927,930,934,964, ER
906,909,910,911. (IP0782)’.

15.05.1984 Alteration complete ‘ALTERATION TO VESTIBULE ENTRANCE FLAPS.
DWG. 2C 173. ARJ 940,941,944,945,973,984,985,986, ARL
920,921,922,923,925,947,961, 962,963,990,992, ARM 951,952,953,954,987, BRG
969,972,974, BRJ 912, 914,915,916,917,918,919,999, ER 906,909,910,911.
(IP0184)’.

31.07.1984 Alteration complete ‘REPLACE TRUNNIONS AND SCREW AS USED ON
WATER TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC
12545B.I. ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO INCREASE
CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

05.02.1987 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO ENTRANCE FLAP
OF STAINLESS STEEL PASSENGER CARS. APPLICABLE DRAWINGS 2C-182 &
3C-111 (IP0287)’.

20.03.1987 Alteration ‘INSTALLATION OF EMERGENCY KEY BOX. APPLICABLE
DRAWING 2C-190 (IP0387)’.

11.06.1987 Alteration ‘FIT SHOWER ROSE ‘CONSERVA’ LOW PRESSURE SHOWER
ROSE PART NO. 56/203. WHEN REQUIRED TO BE REPLACED. ;SUPERSEDED
BY IP1087; (IP0687)’.

26.08.1987 Alteration ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

09.12.1987 Alteration ‘REMOVAL ;CONSERVA; SHOWER ROSE IP MOD 6/87 FIT
INLINE FLOW RESTRICTOR AND REFIT ORIGINAL SHOWER ROSE. (IP1087)’.

15.03.1988 Alteration ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL SPRINGS TO
EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH
CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

30.11.1989 Alteration ‘RELOCATE CEILING MOULD SCREW, COMPARTMENT SIDE
OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT AND COMPARTMENT
DOOR TO BE RELOCATED 25 MM CLOSER TO COMPARTMENT DOOR, DUE
TO ELECTRICAL WIRING IN CORRIDOR PARTITION. ARL, ARM, ER (RS4461)’.

23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.11.1990 Repair ‘BOGIE BEARERS’.
23.11.1990 Repair ‘BOGIE CLEARANCE’.
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23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.11.1990 Repair ‘CONCERTINA (PASS.)’.
23.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1990 Repair ‘DRAFT GEAR POCKET’.
23.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.11.1990 Repair ‘END COMPLETE’.
23.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1990 Repair ‘HEADSTOCK’.
23.11.1990 Repair ‘VESTIBULE (PASS.)’.
14.05.1993 Alteration ‘FIT ‘MINER TCC 8000’ CONSTANT CONTACT SIDEBEARERS

TO ALL I.P. PASSENGER CARS TO DRAWING C3-13. (RS4791)’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

04.08.1993 Alteration ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS ON ALL IP
AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO. A0/C8-11.
(RS4812)’.

04.08.1993 Alteration ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET CHUTE ON
ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH DWG NO.
A1/C8-10. (RS4811)’.

15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS
REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.

ER 911

Details: wagon ‘ER 911 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 47tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $131220
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 93
Date Built: 02.06.1969
Operating System: IP POOL
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Intended Use: GENERAL
Remarks: DORMITORY CAR;I.P.VANS
BSG Code: PSPZ

Capacity of 20 sleeping

Fleet Grp Code: AH WP
Return to Service Date: 28.08.1991
Last Triple Valve: 28.05.1991
Last Lift: 10.06.1982

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

10.12.1979 Alteration complete ‘MODIFICATION TO HANDBRAKE. DWG AC 1709B,
BC1567C. BRG 969, 972, 974. BRJ 912, 914, 915, 916, 917, 918, 919, 999. DF 930,
934, 935, 964. ER 906, 909, 910, 911. (IP1379)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

20.08.1980 Alteration complete ‘REMOVE EXISTING ASBESTOS INSULATION FROM
AIR CONDITIONING CONTROL CABINET. LIGHTING SWITCHBOARD
CONTROL CABINET AND HEATER BANK COVER PLATE IN ROOF. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985, 986, ARL
920,921,922,923,925,947,961,962,963,990,992, ARM 951,952,953, 954,987, BRG
969,972,974, BRJ 912,914,915,916,917,918,919,999, CDF 924 928,929,966, DF
927,930,934,935,964, ER 906,909,910,911. (IP0880)’.

27.08.1982 Alteration ‘MODIFICATION TO HANDBRAKE PULLEY. DWG. 1C 189. AFC
936,937,938,939, ARJ 940,941,944,945,973,984,985,986, ARL 920,921,
922,923,925,947,961,962,963,990,992, ARM 951,952,953,954,987, BRJ 912,
914,915,916,917,918,919,999, CDF 924,928,929,966, DF 927,930,934,964, ER
906,909,910,911. (IP0782)’.

15.05.1984 Alteration complete ‘ALTERATION TO VESTIBULE ENTRANCE FLAPS.
DWG. 2C 173. ARJ 940,941,944,945,973,984,985,986, ARL
920,921,922,923,925,947,961, 962,963,990,992, ARM 951,952,953,954,987, BRG
969,972,974, BRJ 912, 914,915,916,917,918,919,999, ER 906,909,910,911.
(IP0184)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘FIT TELESCOPIC GAS SPRING TO ENTRANCE FLAP
OF STAINLESS STEEL PASSENGER CARS. APPLICABLE DRAWINGS 2C-182 &
3C-111 (IP0287)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.
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20.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOX.
APPLICABLE DRAWING 2C-190 (IP0387)’.

11.06.1987 Alteration ‘FIT SHOWER ROSE ‘CONSERVA’ LOW PRESSURE SHOWER
ROSE PART NO. 56/203. WHEN REQUIRED TO BE REPLACED. ;SUPERSEDED
BY IP1087; (IP0687)’.

26.08.1987 Alteration ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

09.12.1987 Alteration ‘REMOVAL ;CONSERVA; SHOWER ROSE IP MOD 6/87 FIT
INLINE FLOW RESTRICTOR AND REFIT ORIGINAL SHOWER ROSE. (IP1087)’.

15.03.1988 Alteration complete ‘MODIFY BUFFER BEAMS AND FIT ADDITIONAL
SPRINGS TO EITHER SIDE OF THE COUPLER TO INCREASE THE DIAPHRAGM
COMPRESSIVE FORCE ON ALL STAINLESS STEEL AND CARBON STEEL
PASSENGER CARS. (RS4270)’.

01.07.1988 Alteration complete ‘FIT EXISTING SHOWER MIXING VALVE WITH
CHROME BREACH PIECE 133MM CENTRES TO ALL SHOWER
COMPARTMENTS. AG, BG, BA, BRG, ARJ, ARL, ARM, ER. (RS4290)’.

30.11.1989 Alteration ‘RELOCATE CEILING MOULD SCREW, COMPARTMENT SIDE
OF CORRIDOR. SCREW BETWEEN INDICATOR LIGHT AND COMPARTMENT
DOOR TO BE RELOCATED 25 MM CLOSER TO COMPARTMENT DOOR, DUE
TO ELECTRICAL WIRING IN CORRIDOR PARTITION. ARL, ARM, ER (RS4461)’.

08.12.1990 Repair ‘WHEEL SET’.
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.05.1991 Repair ‘BOGIE CLEARANCE’.
25.05.1991 Repair ‘BOGIE COMPLETE’.
25.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.05.1991 Repair ‘CONCERTINA (PASS.)’.
25.05.1991 Repair ‘COUPLER KNUCKLE’.
25.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.05.1991 Repair ‘END COMPLETE’.
25.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1991 Repair ‘VESTIBULE (PASS.)’.
25.05.1991 Repair ‘VESTIBULE (PASS.)’.
25.05.1991 Repair ‘VESTIBULE (PASS.)’.
25.05.1991 Repair ‘WHEEL SET’.
25.05.1991 Repair ‘YOKE COMPLETE’.
25.05.1991 Repair ‘YOKE PIN’.
14.05.1993 Alteration ‘FIT ‘MINER TCC 8000’ CONSTANT CONTACT SIDEBEARERS

TO ALL I.P. PASSENGER CARS TO DRAWING C3-13. (RS4791)’.
03.08.1993 Alteration ‘FLUSH ALL EXISTING WATER TANKS ON ‘GHAN’ & ‘IP’

PASSENGER CARS. INSTALL ONE UNIT OF TWIN ‘SOLO’ WATER FILTRATION
SYSTEM ON EACH PASSENGER CAR IN ACCORDANCE WITH SPECIFICATION
ON DRAWING A1/C8-16. ALL GHAN & IP PASS. CARS (RS4809)’.

04.08.1993 Alteration ‘INSTALL LATERAL RESTAINT TO BUFFER BEAMS ON ALL IP
AND GHAN ROLLINGSTOCK IN ACCORDANCE WITH DWG NO. A0/C8-11.
(RS4812)’.

04.08.1993 Alteration ‘INSTALL ONE GRAVITY TRAP IN EACH TOILET CHUTE ON
ALL I.P. AND GHAN PASSENGER CARS IN ACCORDANCE WITH DWG NO.
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A1/C8-10. (RS4811)’.
15.03.1994 Alteration ‘FIT B.P. GAUGE IN WATER COOLER FRONT PANEL AS

REQUESTED BY A. DEMERTZIS, AND IN THE LOCATION & USING
INSTALATION PROCEDURES AS SUGGESTED BY M. NOBLE. (PASS. CAR
MAINTENANCE SUPT.). ‘ER’ 207,208,313,906 & 909-911. (RS4848)’.

2.268 Wagon classification starting with ‘ESV’

ESV 1

14.02.1990 Repair ‘VEHICLE SOLD’.

ESV 2

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1992 Repair ‘VEHICLE SOLD’.

ESV 3

02.04.1991 Repair ‘SIDE STEP’.
02.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ESV 4

14.09.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.02.1992 Repair ‘VEHICLE SOLD’.

ESV 5

20.03.1990 Repair ‘VEHICLE SOLD’.

ESV 6

21.02.1990 Repair ‘VEHICLE SOLD’.

ESV 7

30.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

ESV 8

Details: wagon ‘ESV 8 U’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-8
Date Built: 11.09.1918
Operating System: AN
Intended Use: GENERAL
Remarks: DINING & SLEEPING VAN
BSG Code: DSDZ

Capacity of 2 sleeping

ESV 9

14.09.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.02.1992 Repair ‘VEHICLE SOLD’.

ESV 10

Details: wagon ‘ESV 10 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25690
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-10
Date Built: 18.12.1912
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN WITH W/SHOP
BSG Code: DSDZ

Capacity of 2 sleeping

Fleet Grp Code: AH PB PZ
Return to Service Date: 17.01.1991
Due Triple Valve: 13.06.1992
Last Brake Cylinder: 13.06.1991
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17.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘BRAKE PULL ROD’.
17.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1991 Repair ‘SIDE BEARER’.
17.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ESV 11

06.02.1990 Repair ‘VEHICLE SOLD’.

ESV 12

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ESV 8118

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
02.05.1990 Repair ‘VEHICLE SOLD’.

ESV 8120

21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.02.1991 Repair ‘VEHICLE SOLD’.

ESV 8121

06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.05.1990 Repair ‘VEHICLE SOLD’.

ESV 8122

03.05.1990 Repair ‘VEHICLE SOLD’.

ESV 8124

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8125

Details: wagon ‘ESV 8125 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 18.4tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $11850
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB D-9
Date Built: 13.05.1925
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 27.04.91
BSG Code: DBDZ

Capacity of 2 sleeping

Fleet Grp Code: AH WM
Return to Service Date: 27.04.1991
Last Lift: 29.03.1985

27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ESV 8126

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1993 Repair ‘VEHICLE SOLD’.

ESV 8127

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8128

06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.08.1990 Repair ‘VEHICLE SOLD’.

ESV 8129

Details: wagon ‘ESV 8129 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11850
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB D-9
Date Built: 19.07.1926
Operating System: AN
Intended Use: GENERAL
Remarks: CCE DINING & SLEEPING VAN
BSG Code: DSDZ

Capacity of 2 sleeping

Fleet Grp Code: PB PZ AH
Return to Service Date: 21.03.1989
Due Triple Valve: 11.04.1990
Last Brake Cylinder: 11.04.1989
Last Lift: 04.06.1969

ESV 8130

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.08.1990 Repair ‘VEHICLE SOLD’.

ESV 8131

Details: wagon ‘ESV 8131 N’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 19.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $11850
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB D-9
Date Built: 25.06.1928
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 22.07.89;SOLD PDSM 04.05.90
BSG Code: SBZZ

Capacity of 2 sleeping

Fleet Grp Code: AH WY
Return to Service Date: 04.05.1990
Last Lift: 08.07.1976

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE SOLD’.
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ESV 8133

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.05.1990 Repair ‘VEHICLE SOLD’.

ESV 8134

06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.08.1990 Repair ‘VEHICLE SOLD’.

ESV 8135

26.09.1989 Repair ‘BOGIE BEARINGS’.
11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.07.1990 Repair ‘VEHICLE SOLD’.

ESV 8136

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARINGS’.
11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.08.1990 Repair ‘VEHICLE SOLD’.

ESV 8137

Details: wagon ‘ESV 8137 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 27.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $14880
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-10
Date Built: 13.08.1913
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 04.04.87;DINE,SLEEP,W/SHOPVAN;STRATH
BSG Code: SBZZ

Capacity of 2 sleeping

Fleet Grp Code: WX AH
Return to Service Date: 21.12.1987
Due Triple Valve: 01.12.1989
Last Lift: 26.05.1972
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ESV 8140

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8141

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8142

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.01.1991 Repair ‘VEHICLE SOLD’.

ESV 8143

21.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.12.1990 Repair ‘VEHICLE SOLD’.

ESV 8144

Details: wagon ‘ESV 8144 C’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 27.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $14880
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-10
Date Built: 27.09.1913
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 04.04.87;DINE,SLEEP,W/SHOPVAN;STRATH
BSG Code: SBZZ

Capacity of 2 sleeping

Fleet Grp Code: WX AH
Return to Service Date: 21.12.1987
Last Lift: 04.02.1974

ESV 8145

02.03.1990 Reclassified from wagon ‘ESV 8145 L’ to ’ wagon ‘AZXF 8145 F’.
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ESV 8147

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.09.1992 Repair ‘VEHICLE SOLD’.

ESV 8148

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.09.1992 Repair ‘VEHICLE SOLD’.

ESV 8149

Details: wagon ‘ESV 8149 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 27.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $14880
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-10
Date Built: 01.06.1914
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 11.11.89;SOLD 23.01.90;STEAMRANGER
BSG Code: SBZZ

Capacity of 2 sleeping

Fleet Grp Code: AH WX
Return to Service Date: 23.01.1990
Last Lift: 12.07.1974

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.01.1990 Repair ‘VEHICLE SOLD’.

ESV 8150

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARINGS’.
10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.08.1991 Repair ‘VEHICLE SOLD’.

ESV 8151

06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.08.1990 Repair ‘VEHICLE SOLD’.
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ESV 8152

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.10.1991 Repair ‘VEHICLE SOLD’.

ESV 8153

Details: wagon ‘ESV 8153 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 27.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $15630
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-10
Date Built: 27.08.1912
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 22.07.89;SOLD ARHS 03.04.90
BSG Code: SBZZ

Capacity of 2 sleeping

Corporate ID flag: Y
Fleet Grp Code: AH WX
Return to Service Date: 03.04.1990
Last Lift: 08.04.1983

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8155

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
26.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8157

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARINGS’.
10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.06.1991 Repair ‘VEHICLE SOLD’.
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ESV 8158

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARINGS’.
21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE SOLD’.

ESV 8159

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARINGS’.
10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.06.1991 Repair ‘VEHICLE SOLD’.

ESV 8162

21.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.05.1991 Repair ‘VEHICLE SOLD’.

ESV 8163

Details: wagon ‘ESV 8163 J’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 28.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $17480
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-11
Date Built: 12.12.1914
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 11.11.89;SOLD ARHS 03.04.90
BSG Code: SBZZ

Capacity of 4 sleeping

Fleet Grp Code: AH WX
Return to Service Date: 03.04.1990
Last Lift: 14.04.1980

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARINGS’.
11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.04.1990 Repair ‘VEHICLE SOLD’.
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ESV 8164

21.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.12.1990 Repair ‘VEHICLE SOLD’.

ESV 8165

21.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1991 Repair ‘VEHICLE SOLD’.

ESV 8166

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.10.1991 Repair ‘VEHICLE SOLD’.

ESV 8167

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1991 Repair ‘VEHICLE SOLD’.

ESV 8168

Details: wagon ‘ESV 8168 X’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $21460
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-11
Date Built: 22.07.1916
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 04.04.87;DINE,SLEEP,W/SHOPVAN;STRATH
BSG Code: SBZZ

Capacity of 4 sleeping

Fleet Grp Code: WX AH
Return to Service Date: 21.12.1987
Last Lift: 03.05.1968

ESV 8169

02.03.1990 Reclassified from wagon ‘ESV 8169 R’ to ’ wagon ‘AZDP 8169 Y’.
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ESV 8170

21.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.12.1990 Repair ‘VEHICLE SOLD’.

ESV 8171

24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1990 Repair ‘VEHICLE SOLD’.

ESV 8172

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ESV 8173

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ESV 8174

24.07.1990 Reclassified from wagon ‘ESV 8174 D’ to ’ wagon ‘AZXF 8174 U’.

ESV 8176

19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE SOLD’.

ESV 8177

19.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE SOLD’.

ESV 8203

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1990 Repair ‘VEHICLE SOLD’.

ESV 8204

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.04.1991 Repair ‘VEHICLE SOLD’.

ESV 8205

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1990 Repair ‘VEHICLE SOLD’.
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ESV 8206

16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.06.1990 Repair ‘VEHICLE SOLD’.

ESV 8208

Details: wagon ‘ESV 8208 N’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $1540
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-12
Date Built: 14.09.1938
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 16.09.89;SOLD ARHS 03.04.90
BSG Code: SDZZ

Capacity of 2 sleeping

Fleet Grp Code: AH WX
Return to Service Date: 03.04.1990
Last Lift: 03.06.1980

16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8209

Details: wagon ‘ESV 8209 W’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 7.8m
Tare Weight: 10.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $1540
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-12
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Date Built: 14.09.1938
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 16.09.89;SOLD ARHS 03.04.90
BSG Code: SDZZ

Capacity of 2 sleeping

Fleet Grp Code: AH WX
Return to Service Date: 03.04.1990
Last Lift: 16.05.1978

16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.04.1990 Repair ‘VEHICLE SOLD’.

ESV 8210

Details: wagon ‘ESV 8210 S’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 7.8m
Tare Weight: 10.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-12
Date Built: 01.01.1962
Operating System: ARHS
Intended Use: GENERAL
Remarks: DINING AND SLEEPING VAN
BSG Code: SDZZ

Capacity of 2 sleeping

ESV 8215

16.09.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.02.1990 Repair ‘VEHICLE SOLD’.

ESV 8218

Details: wagon ‘ESV 8218 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
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Length Over Headstocks: 7.8m
Tare Weight: 10.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-12
Date Built: 01.01.1962
Operating System: ARHS
Intended Use: GENERAL
Remarks: DINING AND SLEEPING VAN
BSG Code: SDZZ

Capacity of 2 sleeping

ESV 8402

Details: wagon ‘ESV 8402 T’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 14m
Tare Weight: 21.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $15310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 23
Date Built: 04.07.1962
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 04.03.89;SOLD PRRPS 08.12.89
BSG Code: SMZZ

Capacity of 2 sleeping

Fleet Grp Code: AH WV
Return to Service Date: 08.12.1989

08.12.1989 Repair ‘VEHICLE SOLD’.

ESV 8403

13.11.1989 Repair ‘VEHICLE SOLD’.
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ESV 8409

14.07.1992 Reclassified from wagon ‘ESV 8409 N’ to ’ wagon ‘NESV 8409 E’.

ESV 8419

13.11.1989 Repair ‘VEHICLE SOLD’.

2.269 Wagon classification starting with ‘ET’

ET 1

28.08.1987 Reclassified from wagon ‘ET 1 X’ to ’ wagon ‘TP 1 P’.

ET 2

02.07.1987 Reclassified from wagon ‘ET 2 R’ to ’ wagon ‘TP 2 B’.

ET 9

20.04.1989 Reclassified from wagon ‘ET 9 L’ to ’ wagon ‘TP 9 S’.

2.270 Wagon classification starting with ‘EZO’

EZOA 29

Details: wagon ‘EZOA 29 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N/S/B
Bogie Configuration: 2X2
Original Cost: $6160
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB G-15
Date Built: 17.05.1943
Operating System: AN
Intended Use: SLEEPERS
Remarks: EX SGC;CCE USE
BSG Code: DEOT

Capacity of 30.5 tonnes

Fleet Grp Code: OZ ST SV
Return to Service Date: 27.08.1996
Last Single Car Test: 11.10.1994
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01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Issued at location ‘Port Lincoln’ with a previous code of wagon ‘SGC 29 B’
31.01.1991 Issued at location ‘Port Lincoln’ with a previous code of wagon ‘SGC 29 B’
31.01.1991 Issued at location ‘Port Lincoln’ with a previous code of wagon ‘SGC 29 B’
31.01.1991 Issued at location ‘Port Lincoln’ with a previous code of wagon ‘SGC 29 B’
07.06.1991 Repair ‘DOOR COMPLETE’.
07.06.1991 Repair ‘HANDBRAKE HANDLE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘END HOSE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BOGIE SPRING’.
18.05.1994 Repair ‘HANDBRAKE HANDLE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BRAKE CONTROL PIPE’.

2.271 Wagon classification starting with ‘EZW’

EZWL 2

Details: wagon ‘EZWL 2 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.9m
Tare Weight: 10tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB 76
Date Built: 06.07.1922
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZWL;CCE WINCH WAGON
BSG Code: DEZZ

Capacity of 0.1 tonnes
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Fleet Grp Code: OZ SU SV
Return to Service Date: 27.08.1992
Last Lift: 01.06.1984

20.08.1992 Alteration complete ‘RECLASSIFY AZWL2 TO EZWL2X. (RS4725)’. New
class: ‘EZWL’.

27.08.1992 Repair ‘VEHICLE RECLASSIFY’.
27.08.1992 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
27.08.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AZWL 2 E’

2.272 Wagon classification starting with ‘EZZ’

EZZF 4

Details: wagon ‘EZZF 4 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 37.6tonne
Current Gauge: Narrow
Gauge Restrictions: N/S/B
Bogie Configuration: 2X2
Original Cost: $57800
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB D-18
Date Built: 01.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZZF;DOUBLE BLADE BALLAST PLOUGH
BSG Code: DEZZ

Capacity of 0.1 tonnes

Fleet Grp Code: OZ SU SV
Return to Service Date: 12.03.1996
Due Triple Valve: 04.07.1990
Last Triple Valve: 14.06.1994
Last Brake Cylinder: 04.10.1989
Last Single Car Test: 23.08.1994

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

19.02.1988 Alteration complete ‘RECLASSIFY BALLAST PLOUGH ‘SP’ TO ‘AZZF’ IN
ACCORDANCE WITH ROA DETERMINATION (RS4262)’. Length Over
Headstocks: ‘11m’. Tare Weight: ‘37.6tonne’. Current Gauge: ‘Broad’. Gauge
Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AZZF’. Intended use:
‘GENERAL’. Capacity: ‘5T.’
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15.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.08.1989 Repair ‘FLOOR SUPPORT’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘STEP’.
15.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon ‘AZZF 4 H’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AZZF 4 H’
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AZZF 4 H’
13.12.1989 Repair ‘VEHICLE RECLASSIFY’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZZF 4 H’
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AZZF 4 H’
18.01.1994 Repair ‘VEHICLE RECLASSIFY’.
18.01.1994 Repair ‘VEHICLE TRANSFERRED TO EYRE PENINSULA’.
18.01.1994 Issued at location ‘Port Lincoln’ with a previous code of wagon ‘AZZF 4 H’
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘HITCH LOCK MECHANISM’.
01.03.1994 Repair ‘HITCH SCREW MECHANISM’.
01.03.1994 Repair ‘SIDE BEARER’.
01.03.1994 Repair ‘UNDERFRAME COMPLETE’.
01.03.1994 Repair ‘WHEEL SET’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1994 Repair ‘HITCH LOCK MECHANISM’.
14.06.1994 Repair ‘HITCH SCREW MECHANISM’.
23.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1994 Repair ‘BOGIE COMPLETE’.
23.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1994 Repair ‘BOGIE COMPLETE’.
23.08.1994 Repair ‘HITCH SCREW MECHANISM’.

2.273 Wagon classification starting with ‘FB’

FB 5

13.05.1987 Reclassified from wagon ‘FB 5 J’ to ’ wagon ‘FE 206 P’.

FB 8

11.06.1987 Reclassified from wagon ‘FB 8 N’ to ’ wagon ‘FE 207 B’.
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FB 10

06.05.1987 Reclassified from wagon ‘FB 10 S’ to ’ wagon ‘FE 205 G’.

FB 23

14.04.1987 Reclassified from wagon ‘FB 23 H’ to ’ wagon ‘FE 204 U’.

FB 29

27.03.1987 Reclassified from wagon ‘FB 29 P’ to ’ wagon ‘FE 203 P’.

FB 31

20.02.1987 Reclassified from wagon ‘FB 31 U’ to ’ wagon ‘FE 202 C’.

FB 8500

Details: wagon ‘FB 8500 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-9
Date Built: 02.04.1927
Operating System: ON LOAN
Intended Use: GENERAL
Remarks: EX AFFA;ON PERMANENT LOAN TO PDSM
BSG Code: SBFZ

Capacity of 44.7 tonnes

Fleet Grp Code: AE WY
Return to Service Date: 19.07.1991
Last Lift: 23.10.1975

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AFFA 8500 D’
19.07.1991 Alteration complete ‘PORT DOCK STATION MUSEUM RECLASSIFYING

THEIR ROLLINGSTOCK TO ORIGINAL CLASSES. (PDSM)’. New class: ‘OB’.
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FB 8691

Details: wagon ‘FB 8691 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1510
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB 70A
Date Built: 03.12.1927
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 12.12.87;SOLD TO ARHS 08.12.90
BSG Code: SBFZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 19.03.1991
Last Lift: 27.09.1954

08.06.1990 Repair ‘VEHICLE SOLD’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘FBA 8691 A’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘FBA 8691 A’

2.274 Wagon classification starting with ‘FBA’

FBA 8691

19.03.1991 Reclassified from wagon ‘FBA 8691 A’ to ’ wagon ‘FB 8691 U’.

2.275 Wagon classification starting with ‘FBN’

FBN 6602

Details: wagon ‘FBN 6602 K’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: C
Length Over Headstocks: 7m
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Tare Weight: 7.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $810
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 52
Date Built: 07.08.1940
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 26.07.86;SOLD TO PRRPS 15.09.89
BSG Code: SMFZ

Capacity of 33.5 tonnes

Fleet Grp Code: AE
Return to Service Date: 15.09.1989

15.09.1989 Repair ‘VEHICLE SOLD’.

FBN 6604

10.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.276 Wagon classification starting with ‘FC’

FC 1

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FC 32

Details: wagon ‘FC 32 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2730
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-7
Date Built: 20.04.1929
Operating System: AN
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Intended Use: GENERAL
Remarks: MOTORAIL RAMP NO.1
BSG Code: DBFZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 10.11.1989
Last Lift: 16.08.1976

26.01.1989 Alteration complete ‘CONVERSION OF EXISTING MOTORAIL LOADING
WAGONS TO UPGRADED DESIGN. FC 32 FC 70 (RS4378)’.

10.11.1989 Repair ‘VEHICLE COMPLETE’.

FC 37

Details: wagon ‘FC 37 H’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 12.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-7
Date Built: 18.10.1956
Operating System: ARHS
Intended Use: GENERAL
BSG Code: SBFZ

Capacity of 22.4 tonnes

FC 45

17.11.1987 Reclassified from wagon ‘FC 45 U’ to ’ wagon ‘ZT 1 G’.

FC 56

Details: wagon ‘FC 56 Y’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 12.4tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-7
Date Built: 01.01.1956
Operating System: ARHS
Intended Use: GENERAL
BSG Code: SBFZ

Capacity of 22.4 tonnes

FC 70

Details: wagon ‘FC 70 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB F-7
Date Built: 01.01.1929
Operating System: AN
Intended Use: GENERAL
Remarks: MOTORAIL RAMP NO.2
BSG Code: DBFZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 10.11.1989

26.01.1989 Alteration complete ‘CONVERSION OF EXISTING MOTORAIL LOADING
WAGONS TO UPGRADED DESIGN. FC 32 FC 70 (RS4378)’.

10.11.1989 Repair ‘VEHICLE COMPLETE’.

2.277 Wagon classification starting with ‘FCS’

FCS 36

Details: wagon ‘FCS 36 J’ in AN ‘Mainland Division’.

Owner: ARHS
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Operator: D
Length Over Headstocks: 11m
Tare Weight: 12.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB F-7
Date Built: 01.01.1929
Operating System: ARHS
Intended Use: GENERAL
BSG Code: SBFZ

Capacity of 35 tonnes

FCS 58

13.05.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.278 Wagon classification starting with ‘FD’

FD 1

Details: wagon ‘FD 1 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 21.04.1995
Last Triple Valve: 07.08.1993
Last Brake Cylinder: 04.08.1988
Last Single Car Test: 21.04.1995
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2.278. Wagon classification starting with ‘FD’

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘BRAKE BLOCK RB95’.
03.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1990 Repair ‘STANCHION’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘LASHING POINT’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BRAKE BLOCK RB95’.
11.09.1991 Repair ‘BRAKE PIN’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE PIN’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘END HOSE’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘BRANCH PIPE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘LASHING POINT’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘LASHING POINT’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
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16.06.1993 Repair ‘STANCHION’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BRAKE BLOCK RB95’.
06.08.1993 Repair ‘BRAKE PULL ROD’.
06.08.1993 Repair ‘BRANCH PIPE’.
06.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Repair ‘WHEEL SET’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘BRANCH PIPE’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘COUPLER KNUCKLE’.
05.07.1994 Repair ‘LASHING POINT’.
21.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FD 2

Details: wagon ‘FD 2 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 14.06.1995
Last Triple Valve: 22.01.1991
Last Brake Cylinder: 04.10.1989
Last Single Car Test: 25.07.1994
Last Lift: 10.06.1982

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
04.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1989 Repair ‘STANCHION’.
04.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘BRANCH PIPE’.
22.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.01.1991 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘TRAIN PIPE (END)’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘COUPLER COMPLETE’.
19.04.1991 Repair ‘LASHING POINT’.
19.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1991 Repair ‘COUPLER COMPLETE’.
11.07.1991 Repair ‘WEAR PLATES & SADDLES’.
11.07.1991 Repair ‘WHEEL SET’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘BRAKE PIN’.
01.08.1991 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘LASHING POINT’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BRAKE SHOE’.
13.02.1992 Repair ‘BOGIE BRAKE SHOE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘END HOSE’.
13.02.1992 Repair ‘END HOSE’.
13.02.1992 Repair ‘LADDER’.
13.02.1992 Repair ‘LASHING POINT’.
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13.02.1992 Repair ‘LASHING POINT’.
13.02.1992 Repair ‘WHEEL SET’.
13.02.1992 Repair ‘WHEEL SET’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘LASHING POINT’.
21.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BOGIE COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘COUPLER COMPLETE’.
25.07.1994 Repair ‘LASHING POINT’.
25.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 3

Details: wagon ‘FD 3 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 18.10.1996
Last Triple Valve: 14.10.1988
Last Single Car Test: 19.04.1993
Last Lift: 01.09.1983

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
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20.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘COUPLER COMPLETE’.
21.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.12.1989 Repair ‘STANCHION’.
21.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘COUPLER COMPLETE’.
04.05.1990 Repair ‘SIDE BEARER’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘COUPLER COMPLETE’.
19.04.1993 Repair ‘END BRAKE COCK’.
22.06.1995 Repair ‘LASHING POINT’.
18.10.1996 Repair ‘BRAKE PULL ROD’.
18.10.1996 Repair ‘END BRAKE COCK’.
18.10.1996 Repair ‘TRAIN PIPE’.

FD 4

Details: wagon ‘FD 4 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 27.04.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Last Single Car Test: 22.06.1989
Last Lift: 25.03.1983

FD 5

Details: wagon ‘FD 5 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 04.07.1996
Last Triple Valve: 20.06.1991
Last Single Car Test: 14.02.1994
Last Lift: 19.11.1982

20.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘EMPTY LOAD VALVE’.
14.03.1990 Repair ‘GRADE CONTROL VALVE’.
14.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
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14.12.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.12.1990 Repair ‘LASHING POINT’.
14.12.1990 Repair ‘WEAR PLATES & SADDLES’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘BRAKE BLOCK RB95’.
07.03.1991 Repair ‘BRAKE PULL ROD’.
07.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘BRANCH PIPE’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRAKE CONTROL PIPE’.
20.06.1991 Repair ‘BRANCH PIPE’.
20.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1991 Repair ‘LASHING POINT’.
20.06.1991 Repair ‘VEHICLE STENCILS’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE COMPLETE’.
02.12.1991 Repair ‘BRAKE BLOCK RB95’.
02.12.1991 Repair ‘BRAKE LEVER’.
02.12.1991 Repair ‘COUPLER COMPLETE’.
02.12.1991 Repair ‘LASHING POINT’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘COUPLER COMPLETE’.
15.02.1993 Repair ‘LASHING POINT’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE COMPLETE’.
11.02.1994 Repair ‘BRAKE BLOCK RB95’.
11.02.1994 Repair ‘COUPLER COMPLETE’.
11.02.1994 Repair ‘COUPLER KNUCKLE’.
11.02.1994 Repair ‘LASHING POINT’.
20.07.1995 Repair ‘WHEEL SET’.
04.07.1996 Repair ‘BRANCH PIPE’.
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FD 6

12.02.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

FD 7

Details: wagon ‘FD 7 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 27.11.1996
Last Triple Valve: 06.01.1989
Last Single Car Test: 18.04.1995

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘WHEEL SET’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRANCH PIPE’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘END HOSE’.
08.05.1991 Repair ‘LASHING POINT’.
08.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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08.05.1991 Repair ‘WHEEL SET’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘LASHING POINT’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘COUPLER COMPLETE’.
14.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1993 Repair ‘YOKE CARRIER’.
14.09.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘LASHING POINT’.
11.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1996 Repair ‘BRAKE BLOCK RB95’.
27.11.1996 Repair ‘BRAKE PULL ROD’.

FD 8

Details: wagon ‘FD 8 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX; WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 16.10.1996
Last Single Car Test: 05.12.1994
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26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘YOKE COMPLETE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.05.1991 Repair ‘END BRAKE COCK’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘LASHING POINT’.
07.05.1991 Repair ‘WEAR PLATES & SADDLES’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘LASHING POINT’.
06.08.1991 Repair ‘WHEEL SET’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘HANDBRAKE HANDLE’.
20.03.1992 Repair ‘LASHING POINT’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘COUPLER COMPLETE’.
01.07.1993 Repair ‘LASHING POINT’.
01.07.1993 Repair ‘WEAR PLATES & SADDLES’.
01.07.1993 Repair ‘WHEEL SET’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE COMPLETE’.
09.03.1994 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘COUPLER COMPLETE’.
09.03.1994 Repair ‘COUPLER KNUCKLE’.
09.03.1994 Repair ‘HANDBRAKE HANDLE’.
09.03.1994 Repair ‘LASHING POINT’.
09.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘BOGIE COMPLETE’.
05.12.1994 Repair ‘COUPLER COMPLETE’.
05.12.1994 Repair ‘HANDBRAKE HANDLE’.
16.10.1996 Repair ‘BOGIE BEARERS’.
16.10.1996 Repair ‘BRAKE BLOCK RB95’.
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16.10.1996 Repair ‘BRAKE LEVER’.
16.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1996 Repair ‘WHEEL SET’.

FD 9

Details: wagon ‘FD 9 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 25.10.1996
Last Triple Valve: 24.04.1990
Last Brake Cylinder: 28.10.1996
Last Single Car Test: 03.12.1992
Last Lift: 25.08.1983

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRAKE PULL ROD’.
15.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1990 Repair ‘SIDE BEARER’.
15.02.1990 Repair ‘TOP CENTRE PLATE’.
15.02.1990 Repair ‘YOKE PIN’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘BRANCH PIPE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘END FRAME MEMBER’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5773



2. TIMS GROUP INFORMATION - WAGONS

16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK OTHER’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘BRAKE CONTROL PIPE’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.04.1990 Repair ‘COUPLER COMPLETE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BRAKE BLOCK RB95’.
19.02.1992 Repair ‘BRAKE PIN’.
19.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Repair ‘VEHICLE STENCILS’.
19.02.1992 Repair ‘WHEEL SET’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Repair ‘BRAKE BLOCK RB95’.
03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘LASHING POINT’.
25.10.1996 Repair ‘BRAKE LEVER’.
25.10.1996 Repair ‘BRAKE PULL ROD’.
25.10.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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FD 10

Details: wagon ‘FD 10 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 18.07.1995
Last Triple Valve: 02.05.1990
Last Single Car Test: 05.04.1995

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘BRANCH PIPE’.
03.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1989 Repair ‘LASHING POINT’.
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRANCH PIPE’.
07.09.1989 Repair ‘COUPLER KNUCKLE’.
07.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘BRANCH PIPE’.
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘END HOSE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
09.04.1990 Repair ‘TRAIN PIPE’.
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27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE CONTROL PIPE’.
27.04.1990 Repair ‘BRANCH PIPE’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Repair ‘HOSE FITTINGS’.
27.04.1990 Repair ‘NYLON HOSE’.
27.04.1990 Repair ‘TOP CENTRE PLATE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.07.1991 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1991 Repair ‘LASHING POINT’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘COUPLER COMPLETE’.
18.08.1992 Repair ‘LASHING POINT’.
18.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1992 Repair ‘LASHING POINT’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1995 Repair ‘COUPLER KNUCKLE’.

FD 11

Details: wagon ‘FD 11 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 10.03.1925
Operating System: AN
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Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.05.1994
Last Single Car Test: 06.05.1994
Last Lift: 09.12.1981

19.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘COUPLER COMPLETE’.
24.01.1991 Repair ‘HANDBRAKE HANDLE’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘COUPLER COMPLETE’.
03.05.1991 Repair ‘LASHING POINT’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Repair ‘STANCHION’.
03.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
04.09.1991 Repair ‘LASHING POINT’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Repair ‘WHEEL SET’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘LASHING POINT’.
04.02.1993 Repair ‘LASHING POINT’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘CENTRE SILL’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘LASHING POINT’.
29.03.1993 Repair ‘TRANSOM’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘CENTRE SILL’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘LASHING POINT’.
27.04.1993 Repair ‘SIDE SILL’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘LASHING POINT’.
05.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 12

Details: wagon ‘FD 12 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 30.06.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 11.07.1996
Last Single Car Test: 29.03.1993
Last Lift: 12.08.1983

02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
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02.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Repair ‘COUPLER COMPLETE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1990 Repair ‘SIDE SHEET’.
21.03.1990 Repair ‘STANCHION’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘COUPLER COMPLETE’.
18.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1990 Repair ‘WEAR PLATES & SADDLES’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE PULL ROD’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘LASHING POINT’.
21.06.1991 Repair ‘WEAR PLATES & SADDLES’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1992 Repair ‘VEHICLE STENCILS’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘BRAKE PIN’.
31.07.1992 Repair ‘BRAKE PULL ROD’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘LASHING POINT’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘LASHING POINT’.
03.02.1993 Repair ‘STANCHION’.
03.02.1993 Repair ‘WEAR PLATES & SADDLES’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
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29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
28.06.1995 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1995 Repair ‘BRAKE BLOCK RB95’.
11.07.1996 Repair ‘WHEEL SET’.

FD 13

Details: wagon ‘FD 13 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 04.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 11.07.1995
Last Triple Valve: 01.05.1989
Last Single Car Test: 26.10.1994
Last Lift: 05.07.1984

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘HANDBRAKE HANDLE’.
14.02.1990 Repair ‘STANCHION’.
30.03.1993 Repair ‘LASHING POINT’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘BRAKE BLOCK RB95’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘STANCHION’.
15.06.1993 Repair ‘STANCHION’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘BRAKE BLOCK RB95’.
17.08.1994 Repair ‘COUPLER COMPLETE’.
17.08.1994 Repair ‘END BRAKE COCK’.
17.08.1994 Repair ‘LASHING POINT’.
17.08.1994 Repair ‘SIDE BEARER’.
17.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘BRAKE BLOCK RB95’.
26.10.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘LASHING POINT’.
11.07.1995 Repair ‘END BRAKE COCK’.

FD 14

Details: wagon ‘FD 14 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 27.03.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 09.04.1997
Last Single Car Test: 18.03.1994
Last Lift: 08.11.1983

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘END BRAKE COCK’.
02.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘LASHING POINT’.
26.09.1989 Repair ‘STANCHION’.
26.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘NYLON HOSE’.
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘BRAKE BLOCK RB95’.
02.01.1991 Repair ‘COUPLER COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘WEAR PLATES & SADDLES’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1991 Repair ‘WEAR PLATES & SADDLES’.
24.06.1991 Repair ‘WHEEL SET’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRANCH PIPE’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘LASHING POINT’.
16.12.1991 Repair ‘WEAR PLATES & SADDLES’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘WEAR PLATES & SADDLES’.
04.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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04.10.1993 Repair ‘END BRAKE COCK’.
04.10.1993 Repair ‘LASHING POINT’.
04.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1993 Repair ‘WEAR PLATES & SADDLES’.
04.10.1993 Repair ‘WHEEL SET’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1994 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘BRAKE BLOCK RB95’.
17.03.1994 Repair ‘COUPLER COMPLETE’.
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
19.09.1994 Repair ‘END BRAKE COCK’.
26.02.1996 Repair ‘END BRAKE COCK’.
09.04.1997 Repair ‘BRAKE BLOCK RB95’.
09.04.1997 Repair ‘CENTRE SILL’.

FD 15

Details: wagon ‘FD 15 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 15.09.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 20.05.1996
Last Triple Valve: 01.05.1989
Last Brake Cylinder: 01.05.1989
Last Single Car Test: 29.08.1994

27.07.1989 Repair ‘END BRAKE COCK’.
27.07.1989 Repair ‘TRAIN PIPE’.
14.09.1989 Repair ‘END BRAKE COCK’.
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14.09.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRANCH PIPE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.04.1990 Repair ‘BRAKE PIN’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘WHEEL SET’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘BRANCH PIPE’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘HOSE FITTINGS’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘END HOSE’.
17.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.02.1992 Repair ‘LASHING POINT’.
17.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘WEAR PLATES & SADDLES’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘BRAKE CONTROL PIPE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE COMPLETE’.
07.01.1993 Repair ‘BRAKE PIN’.
07.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1993 Repair ‘COUPLER COMPLETE’.
07.01.1993 Repair ‘LASHING POINT’.
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07.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1994 Repair ‘BOGIE COMPLETE’.
29.08.1994 Repair ‘BRAKE BLOCK RB95’.
29.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1994 Repair ‘COUPLER COMPLETE’.
29.08.1994 Repair ‘LASHING POINT’.
29.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1995 Repair ‘BRAKE SPREADER & HANGERS’.
20.05.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

FD 16

Details: wagon ‘FD 16 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 28.08.1996
Last Single Car Test: 07.05.1994
Last Lift: 21.09.1984

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1989 Repair ‘STANCHION’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
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22.11.1989 Repair ‘COUPLER COMPLETE’.
22.11.1989 Repair ‘END SILL’.
22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1990 Repair ‘STANCHION’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE BLOCK RB95’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘LASHING POINT’.
18.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘LASHING POINT’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘END BRAKE COCK’.
20.03.1992 Repair ‘LASHING POINT’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Repair ‘WHEEL SET’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘BRAKE BLOCK RB95’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘LASHING POINT’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BOLSTER’.
19.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1992 Repair ‘BRAKE BLOCK RB95’.
19.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘END BRAKE COCK’.
19.10.1992 Repair ‘LASHING POINT’.
19.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
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09.03.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘COUPLER KNUCKLE’.
07.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1994 Repair ‘WHEEL SET’.
31.05.1995 Repair ‘UNDERFRAME COMPLETE’.
28.08.1996 Repair ‘WHEEL SET’.

FD 17

Details: wagon ‘FD 17 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 13.05.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 15.08.1996
Last Single Car Test: 19.07.1994
Last Lift: 29.08.1980

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘END HOSE’.
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03.08.1989 Repair ‘LASHING POINT’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRANCH PIPE’.
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘BRAKE LEVER’.
20.08.1991 Repair ‘BRAKE PULL ROD’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Repair ‘LASHING POINT’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘END BRAKE COCK’.
01.10.1991 Repair ‘LASHING POINT’.
24.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1992 Repair ‘BOGIE COMPLETE’.
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Repair ‘COUPLER COMPLETE’.
24.02.1992 Repair ‘LASHING POINT’.
24.02.1992 Repair ‘LASHING POINT’.
24.02.1992 Repair ‘WHEEL SET’.
18.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1994 Repair ‘BOGIE COMPLETE’.
18.07.1994 Repair ‘BRAKE BLOCK RB95’.
18.07.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘END HOSE’.
18.07.1994 Repair ‘LASHING POINT’.
18.07.1994 Repair ‘TRAIN PIPE (END)’.
18.05.1995 Repair ‘BOGIE SPRING’.
15.08.1996 Repair ‘BOGIE COMPLETE’.

FD 18

Details: wagon ‘FD 18 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 17.02.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 06.10.1995
Last Brake Cylinder: 06.10.1995
Last Single Car Test: 20.04.1993
Last Lift: 29.06.1982

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘LASHING POINT’.
12.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘LASHING POINT’.
12.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.01.1991 Repair ‘STANCHION’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘COUPLER COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘WEAR PLATES & SADDLES’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRAKE BLOCK RB95’.
19.07.1991 Repair ‘COUPLER COMPLETE’.
19.07.1991 Repair ‘WEAR PLATES & SADDLES’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
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17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘COUPLER COMPLETE’.
17.01.1992 Repair ‘LASHING POINT’.
17.01.1992 Repair ‘LASHING POINT’.
17.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Repair ‘BRAKE PIN’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
13.03.1992 Repair ‘LASHING POINT’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

FD 19

Details: wagon ‘FD 19 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 21.02.1994
Last Single Car Test: 22.02.1994
Last Lift: 19.03.1984

04.08.1989 Repair ‘BRAKE BLOCK RB95’.
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08.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.01.1990 Repair ‘COUPLER COMPLETE’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER COMPLETE’.
20.06.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.12.1990 Repair ‘END BRAKE COCK’.
04.12.1990 Repair ‘END HOSE’.
04.12.1990 Repair ‘LASHING POINT’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘BRAKE BLOCK RB95’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘WEAR PLATES & SADDLES’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘LASHING POINT’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘LASHING POINT’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘LASHING POINT’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘COUPLER COMPLETE’.
10.06.1993 Repair ‘END HOSE’.
21.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1994 Repair ‘BOGIE COMPLETE’.
21.02.1994 Repair ‘BRAKE BLOCK RB95’.
21.02.1994 Repair ‘BRAKE BLOCK RB95’.
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21.02.1994 Repair ‘BRANCH PIPE’.
21.02.1994 Repair ‘COUPLER COMPLETE’.
21.02.1994 Repair ‘LASHING POINT’.
21.02.1994 Repair ‘WHEEL SET’.

FD 20

Details: wagon ‘FD 20 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 16.02.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: WT NB
Return to Service Date: 23.10.1996
Last Triple Valve: 23.08.1988
Last Brake Cylinder: 23.08.1988
Last Single Car Test: 21.07.1993
Last Lift: 22.04.1985

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘BRAKE PIN’.
06.09.1989 Repair ‘COUPLER COMPLETE’.
06.09.1989 Repair ‘END HOSE’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘BRAKE BLOCK RB95’.
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19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘LASHING POINT’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE PIN’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1992 Repair ‘LASHING POINT’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘LASHING POINT’.
21.07.1993 Repair ‘LASHING POINT’.
23.10.1996 Repair ‘BOGIE ADAPTER’.
23.10.1996 Repair ‘BRAKE PIN’.
23.10.1996 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1996 Repair ‘LASHING POINT’.
23.10.1996 Repair ‘TRAIN PIPE’.

FD 21

Details: wagon ‘FD 21 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 04.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGY;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AC AW NB
Return to Service Date: 13.11.1996
Due Triple Valve: 22.06.1996
Last Brake Cylinder: 05.11.1992
Last Single Car Test: 05.11.1992
Last Lift: 16.04.1985

23.08.1988 Alteration complete ‘RECLASSIFY AOGY CLASS WAGONS TO FD CLASS
WAGONS. (2080)’. New class: ‘FD’.

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘HANDBRAKE HANDLE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1991 Repair ‘HANDBRAKE HANDLE’.
28.06.1991 Repair ‘SIDE BEARER’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1995 Repair ‘COUPLER TRIGGER LEVER’.
19.06.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.11.1996 Repair ‘LASHING POINT’.

FD 22

Details: wagon ‘FD 22 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 29.04.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW NB
Return to Service Date: 21.08.1995
Last Triple Valve: 06.08.1992
Last Brake Cylinder: 20.10.1988
Last Single Car Test: 05.12.1994
Last Lift: 07.05.1985

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘COUPLER COMPLETE’.
31.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1989 Repair ‘LASHING POINT’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE PULL ROD’.
19.01.1990 Repair ‘LASHING POINT’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
26.11.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘COUPLER COMPLETE’.
02.01.1991 Repair ‘WEAR PLATES & SADDLES’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘END SILL’.
13.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.08.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘END BRAKE COCK’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE CONTROL PIPE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘LASHING POINT’.
02.08.1993 Repair ‘LASHING POINT’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE COMPLETE’.
11.02.1994 Repair ‘BRAKE BLOCK RB95’.
11.02.1994 Repair ‘COUPLER COMPLETE’.
01.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1994 Repair ‘BOGIE COMPLETE’.
01.12.1994 Repair ‘COUPLER COMPLETE’.
01.12.1994 Repair ‘COUPLER KNUCKLE’.
01.12.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1995 Repair ‘BRAKE SPREADER & HANGERS’.

FD 23

Details: wagon ‘FD 23 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 10.07.1996
Last Triple Valve: 22.08.1994
Last Brake Cylinder: 25.10.1988
Last Single Car Test: 22.08.1994
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23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Repair ‘BRANCH PIPE’.
09.11.1990 Repair ‘COUPLER COMPLETE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘LASHING POINT’.
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1992 Repair ‘BOGIE COMPLETE’.
15.06.1992 Repair ‘BRAKE PIN’.
15.06.1992 Repair ‘BRANCH PIPE’.
15.06.1992 Repair ‘COUPLER COMPLETE’.
15.06.1992 Repair ‘LASHING POINT’.
19.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1994 Repair ‘BOGIE COMPLETE’.
19.08.1994 Repair ‘BRAKE BLOCK RB95’.
19.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.08.1994 Repair ‘COUPLER TRIGGER LEVER’.
19.08.1994 Repair ‘END BRAKE COCK’.
19.08.1994 Repair ‘END HOSE’.
19.08.1994 Repair ‘LASHING POINT’.
19.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1995 Repair ‘BRAKE SPREADER & HANGERS’.
10.07.1996 Repair ‘BRAKE SPREADER & HANGERS’.

FD 24

Details: wagon ‘FD 24 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 08.09.1928
Operating System: AN
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Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Return to Service Date: 26.10.1994
Last Triple Valve: 09.09.1988
Last Brake Cylinder: 20.10.1988
Last Single Car Test: 26.10.1994
Last Lift: 18.03.1982

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘BRAKE LEVER’.
01.02.1990 Repair ‘BRAKE PULL ROD’.
01.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘LASHING POINT’.
01.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘COUPLER COMPLETE’.
21.08.1992 Repair ‘COUPLER KNUCKLE’.
21.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘BRANCH PIPE’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘END HOSE’.
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18.08.1993 Repair ‘LASHING POINT’.
18.08.1993 Repair ‘TRAIN PIPE (END)’.
18.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1993 Repair ‘WHEEL SET’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘BRAKE BLOCK RB95’.
26.10.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘LASHING POINT’.

FD 25

Details: wagon ‘FD 25 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Return to Service Date: 16.08.1996
Last Triple Valve: 11.02.1991
Last Brake Cylinder: 29.09.1988
Last Single Car Test: 26.08.1992
Last Lift: 01.07.1983

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

03.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.11.1989 Repair ‘SIDE BEARER’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘BRAKE PULL ROD’.
08.12.1989 Repair ‘COUPLER COMPLETE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘LASHING POINT’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘BRAKE PIN’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘END BRAKE COCK’.
29.04.1992 Repair ‘LASHING POINT’.
29.04.1992 Repair ‘LASHING POINT’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE COMPLETE’.
26.08.1992 Repair ‘BRAKE BLOCK RB95’.
26.08.1992 Repair ‘BRAKE PIN’.
26.08.1992 Repair ‘COUPLER COMPLETE’.
16.08.1996 Repair ‘LASHING POINT’.

FD 26

Details: wagon ‘FD 26 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
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Date Built: 09.04.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Return to Service Date: 10.04.1997
Last Triple Valve: 09.01.1992
Last Brake Cylinder: 14.10.1996
Last Single Car Test: 25.06.1993
Last Lift: 23.11.1983

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘VEHICLE STENCILS’.
01.07.1991 Repair ‘WEAR PLATES & SADDLES’.
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.01.1992 Repair ‘COUPLER COMPLETE’.
09.01.1992 Repair ‘END BRAKE COCK’.
09.01.1992 Repair ‘END HOSE’.
09.01.1992 Repair ‘LASHING POINT’.
09.01.1992 Repair ‘WEAR PLATES & SADDLES’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
13.03.1992 Repair ‘COUPLER KNUCKLE’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BOLSTER’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BOGIE COMPLETE’.
16.09.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘LASHING POINT’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘COUPLER COMPLETE’.
02.02.1993 Repair ‘LASHING POINT’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘END BRAKE COCK’.
25.06.1993 Repair ‘LASHING POINT’.
11.10.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1996 Repair ‘LASHING POINT’.
11.10.1996 Repair ‘LASHING POINT’.
11.10.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1996 Repair ‘BOGIE ADAPTER’.
10.04.1997 Repair ‘BRAKE FULCRUM BRACKET’.

FD 27

Details: wagon ‘FD 27 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 30.03.1925
Operating System: AN
Intended Use: LOGS
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Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Last Triple Valve: 05.10.1988
Last Brake Cylinder: 05.10.1988
Last Single Car Test: 06.02.1989
Last Lift: 30.11.1983

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

FD 28

Details: wagon ‘FD 28 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Return to Service Date: 07.11.1996
Last Triple Valve: 04.11.1992
Last Brake Cylinder: 17.11.1988
Last Single Car Test: 15.11.1994
Last Lift: 14.10.1980

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
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22.11.1989 Repair ‘COUPLER COMPLETE’.
22.11.1989 Repair ‘LASHING POINT’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘BRANCH PIPE’.
14.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER COMPLETE’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1990 Repair ‘BOGIE COMPLETE’.
13.08.1990 Repair ‘COUPLER COMPLETE’.
13.08.1990 Repair ‘SIDE BEARER’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘BRAKE PIN’.
20.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRANCH PIPE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘LASHING POINT’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRANCH PIPE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘LASHING POINT’.
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘COUPLER COMPLETE’.
04.02.1993 Repair ‘HANDBRAKE HANDLE’.
04.02.1993 Repair ‘LASHING POINT’.
10.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1994 Repair ‘BOGIE COMPLETE’.
10.11.1994 Repair ‘BRAKE BLOCK RB95’.
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10.11.1994 Repair ‘BRAKE PIN’.
10.11.1994 Repair ‘BRAKE PULL ROD’.
10.11.1994 Repair ‘COUPLER KNUCKLE’.
10.11.1994 Repair ‘END BRAKE COCK’.
10.11.1994 Repair ‘LASHING POINT’.
10.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1994 Repair ‘WHEEL SET’.
24.05.1996 Repair ‘TRAIN PIPE’.
07.11.1996 Repair ‘LASHING POINT’.

FD 29

Details: wagon ‘FD 29 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 16.05.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AC AW WT NB
Return to Service Date: 27.05.1993
Last Triple Valve: 27.05.1993
Last Brake Cylinder: 17.11.1988
Last Single Car Test: 27.05.1993
Last Lift: 24.08.1981

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.07.1990 Repair ‘COUPLER COMPLETE’.
02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
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15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BRAKE BLOCK RB95’.
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘LASHING POINT’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘BRAKE BLOCK RB95’.
27.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.05.1993 Repair ‘COUPLER COMPLETE’.
27.05.1993 Repair ‘LASHING POINT’.
27.05.1993 Repair ‘WHEEL SET’.

FD 30

Details: wagon ‘FD 30 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 25.06.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WT NB
Return to Service Date: 23.08.1996
Last Triple Valve: 23.05.1990
Last Brake Cylinder: 28.11.1988
Last Single Car Test: 05.04.1995
Last Lift: 01.09.1980

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘CARD OR CLIP HOLDER’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘STANCHION’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRANCH PIPE’.
23.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘SIDE BEARER’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘AXLEBOX’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘BRANCH PIPE’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1992 Repair ‘COUPLER COMPLETE’.
03.08.1992 Repair ‘STANCHION’.
03.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRAKE PIN’.
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13.08.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘AXLEBOX’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘BRAKE PIN’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘STANCHION’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRANCH PIPE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘END BRAKE COCK’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1996 Repair ‘BOGIE COMPLETE’.

FD 31

Details: wagon ‘FD 31 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 20.06.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 15.03.1994
Last Triple Valve: 10.02.1989
Last Brake Cylinder: 23.01.1991
Last Single Car Test: 15.03.1994
Last Lift: 12.01.1981

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1989 Repair ‘STANCHION’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘BRAKE LEVER’.
15.01.1990 Repair ‘COUPLER COMPLETE’.
15.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘BRAKE LEVER’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRAKE BLOCK RB95’.
19.07.1991 Repair ‘COUPLER COMPLETE’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1992 Repair ‘BOGIE COMPLETE’.
03.07.1992 Repair ‘COUPLER COMPLETE’.
03.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1992 Repair ‘LASHING POINT’.
03.07.1992 Repair ‘STANCHION’.
03.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘COUPLER COMPLETE’.
17.12.1992 Repair ‘LASHING POINT’.
17.12.1992 Repair ‘STANCHION’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.

FD 32

Details: wagon ‘FD 32 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Return to Service Date: 22.08.1995
Last Triple Valve: 01.04.1992
Last Brake Cylinder: 31.01.1989
Last Single Car Test: 30.06.1994
Last Lift: 13.10.1978

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘BRANCH PIPE’.
07.11.1990 Repair ‘COUPLER COMPLETE’.
07.11.1990 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
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20.06.1991 Repair ‘BRAKE PIN’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1991 Repair ‘LASHING POINT’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE BLOCK RB95’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘LASHING POINT’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRANCH PIPE’.
01.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.04.1992 Repair ‘COUPLER COMPLETE’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE ADAPTER’.
29.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1994 Repair ‘BRAKE PIN’.
29.06.1994 Repair ‘CARD OR CLIP HOLDER’.
29.06.1994 Repair ‘COUPLER COMPLETE’.
29.06.1994 Repair ‘END BRAKE COCK’.
29.06.1994 Repair ‘TRAIN PIPE’.
22.08.1995 Repair ‘END BRAKE COCK’.

FD 33

Details: wagon ‘FD 33 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Return to Service Date: 13.05.1994
Last Triple Valve: 01.08.1989
Last Brake Cylinder: 14.05.1994
Last Single Car Test: 14.05.1994
Last Lift: 18.12.1980

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘BRAKE PULL ROD’.
13.07.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.08.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRAKE PULL ROD’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.12.1989 Repair ‘GRADE CONTROL VALVE’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRAKE LEVER’.
08.02.1990 Repair ‘COUPLER COMPLETE’.
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1990 Repair ‘BOGIE COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRAKE PIN’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘END HOSE’.
03.12.1991 Repair ‘LASHING POINT’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE BLOCK RB95’.
22.05.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘LASHING POINT’.
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08.10.1992 Repair ‘TRANSOM’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Repair ‘LASHING POINT’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘BRAKE PIN’.
13.05.1994 Repair ‘BRAKE PULL ROD’.
13.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Repair ‘HANDBRAKE HANDLE’.
13.05.1994 Repair ‘LASHING POINT’.
13.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1994 Repair ‘WHEEL SET’.

FD 34

Details: wagon ‘FD 34 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 04.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC AW WT NB
Last Triple Valve: 22.02.1989
Last Brake Cylinder: 22.02.1989
Last Single Car Test: 09.02.1990
Last Lift: 26.06.1981

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.
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27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1989 Repair ‘HANDBRAKE HANDLE’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1989 Repair ‘COUPLER COMPLETE’.
22.11.1989 Repair ‘STANCHION’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘COUPLER COMPLETE’.
08.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.02.1990 Repair ‘STANCHION’.
08.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 35

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRANCH PIPE’.
09.08.1989 Repair ‘COUPLER COMPLETE’.
09.08.1989 Repair ‘VEHICLE STENCILS’.
20.11.1993 Repair ‘VEHICLE SOLD’.

FD 36

Details: wagon ‘FD 36 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 27.05.1925
Operating System: AN
Intended Use: LOGS
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Remarks: EX AOGF
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 14.08.1996
Last Triple Valve: 11.05.1994
Last Brake Cylinder: 10.01.1992
Last Single Car Test: 11.05.1994
Last Lift: 30.04.1984

23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘GRADE CONTROL VALVE’.
28.11.1989 Repair ‘STANCHION’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE COMPLETE’.
28.05.1990 Repair ‘COUPLER COMPLETE’.
28.05.1990 Repair ‘SIDE BEARER’.
28.05.1990 Repair ‘STANCHION’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘STANCHION’.
16.05.1991 Repair ‘TRAIN PIPE’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1992 Repair ‘STANCHION’.
10.01.1992 Repair ‘WEAR PLATES & SADDLES’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1992 Repair ‘STANCHION’.
29.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘BRANCH PIPE’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘STANCHION’.
03.11.1992 Repair ‘WEAR PLATES & SADDLES’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘END BRAKE COCK’.
04.11.1993 Repair ‘LASHING POINT’.
04.11.1993 Repair ‘STANCHION’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘BRAKE SPRING’.
11.05.1994 Repair ‘BRANCH PIPE’.
11.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘END BRAKE COCK’.
05.05.1995 Repair ‘STANCHION’.
22.08.1995 Repair ‘END BRAKE COCK’.
14.08.1996 Repair ‘WHEEL SET’.

FD 37

Details: wagon ‘FD 37 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 21.06.1993
Last Triple Valve: 14.12.1988
Last Single Car Test: 22.06.1993
Last Lift: 20.08.1982

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘COUPLER COMPLETE’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1989 Repair ‘STANCHION’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘STANCHION’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1991 Repair ‘BOGIE COMPLETE’.
01.11.1991 Repair ‘BRAKE BLOCK RB95’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
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01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘LASHING POINT’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘LASHING POINT’.
22.10.1992 Repair ‘WHEEL SET’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘BRAKE BLOCK RB95’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘LASHING POINT’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER COMPLETE’.
21.06.1993 Repair ‘HANDBRAKE HANDLE’.

FD 38

Details: wagon ‘FD 38 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 25.05.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Return to Service Date: 16.05.1994
Last Triple Valve: 18.02.1991
Last Brake Cylinder: 18.02.1991
Last Single Car Test: 17.05.1994
Last Lift: 06.04.1984
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23.08.1988 Alteration complete ‘RECLASSIFY AOGF CLASS UNDERFRAMES TO FD
CLASS WAGONS. (2080A)’. New class: ‘FD’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRANCH PIPE’.
20.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1989 Repair ‘LASHING POINT’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.08.1990 Repair ‘COUPLER COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘BRANCH PIPE’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.02.1991 Repair ‘COUPLER COMPLETE’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Repair ‘TRAIN PIPE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘TRAIN PIPE (END)’.
29.04.1991 Repair ‘TRAIN PIPE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘BRAKE BLOCK RB95’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘END BRAKE COCK’.
16.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1994 Repair ‘BOGIE COMPLETE’.
16.05.1994 Repair ‘BRAKE BLOCK RB95’.
16.05.1994 Repair ‘COUPLER COMPLETE’.
16.05.1994 Repair ‘COUPLER KNUCKLE’.
16.05.1994 Repair ‘END BRAKE COCK’.
16.05.1994 Repair ‘LASHING POINT’.
16.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 39

Details: wagon ‘FD 39 E’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 27.06.1994
Last Brake Cylinder: 19.09.1991
Last Single Car Test: 27.06.1994
Last Lift: 20.08.1982

16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE COMPLETE’.
16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘LASHING POINT’.
16.09.1989 Repair ‘TRAIN PIPE (END)’.
16.09.1989 Repair ‘TRAIN PIPE’.
16.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘END BRAKE COCK’.
14.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1990 Repair ‘STANCHION’.
14.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE BLOCK RB95’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
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21.06.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘GRADE CONTROL VALVE’.
11.12.1990 Repair ‘LASHING POINT’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘BRAKE BLOCK RB95’.
07.03.1991 Repair ‘BRAKE PULL ROD’.
07.03.1991 Repair ‘BRANCH PIPE’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘LASHING POINT’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘COUPLER COMPLETE’.
19.09.1991 Repair ‘LASHING POINT’.
19.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘BRAKE PIN’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘END BRAKE COCK’.
30.04.1992 Repair ‘LASHING POINT’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
06.07.1992 Repair ‘LASHING POINT’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘COUPLER COMPLETE’.
25.09.1992 Repair ‘LASHING POINT’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘BRAKE PIN’.

5821



2. TIMS GROUP INFORMATION - WAGONS

04.12.1992 Repair ‘COUPLER COMPLETE’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘COUPLER COMPLETE’.
01.07.1993 Repair ‘LASHING POINT’.
01.07.1993 Repair ‘WEAR PLATES & SADDLES’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘BRAKE BLOCK RB95’.
27.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘END BRAKE COCK’.
27.06.1994 Repair ‘LASHING POINT’.
27.06.1994 Repair ‘WHEEL SET’.

FD 40

Details: wagon ‘FD 40 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 12.07.1995
Last Brake Cylinder: 13.09.1989
Last Single Car Test: 09.03.1994
Last Lift: 23.11.1983

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘BRAKE PIN’.
24.11.1989 Repair ‘CARD OR CLIP HOLDER’.
24.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘LASHING POINT’.
24.11.1989 Repair ‘VEHICLE STENCILS’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘STANCHION’.
24.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1991 Repair ‘BRAKE PIN’.
14.10.1991 Repair ‘BRAKE PULL ROD’.
14.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘BRAKE PIN’.
23.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘LASHING POINT’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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09.03.1993 Repair ‘LASHING POINT’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1993 Repair ‘BOGIE COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER COMPLETE’.
21.06.1993 Repair ‘LASHING POINT’.
21.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1993 Repair ‘WHEEL SET’.
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1994 Repair ‘BOGIE COMPLETE’.
18.02.1994 Repair ‘BRAKE BLOCK RB95’.
18.02.1994 Repair ‘COUPLER COMPLETE’.
18.02.1994 Repair ‘STANCHION’.
18.02.1994 Repair ‘WHEEL SET’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1994 Repair ‘BOGIE COMPLETE’.
09.03.1994 Repair ‘COUPLER COMPLETE’.
09.03.1994 Repair ‘END BRAKE COCK’.
09.03.1994 Repair ‘LASHING POINT’.
09.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 41

Details: wagon ‘FD 41 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: AE NB
Return to Service Date: 04.05.1994
Last Triple Valve: 18.10.1989
Last Brake Cylinder: 26.04.1989
Last Single Car Test: 05.05.1994

07.08.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.10.1989 Repair ‘END HOSE’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘LASHING POINT’.
17.10.1989 Repair ‘SIDE BEARER’.
17.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘SIDE BEARER’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.04.1990 Repair ‘END BRAKE COCK’.
05.04.1990 Repair ‘STANCHION’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘VEHICLE STENCILS’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
03.05.1990 Repair ‘END BRAKE COCK’.
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘BRAKE BLOCK RB95’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘LASHING POINT’.
25.10.1991 Repair ‘STANCHION’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE BLOCK RB95’.
04.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1994 Repair ‘COUPLER COMPLETE’.

FD 42

Details: wagon ‘FD 42 S’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 29.08.1994
Last Brake Cylinder: 03.06.1994
Last Single Car Test: 25.07.1994
Last Lift: 23.06.1983

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘HANDBRAKE HANDLE’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Repair ‘WEAR PLATES & SADDLES’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘END BRAKE COCK’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘END BRAKE COCK’.
27.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
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30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘LASHING POINT’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘LASHING POINT’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRANCH PIPE’.
25.11.1991 Repair ‘COUPLER COMPLETE’.
25.11.1991 Repair ‘LASHING POINT’.
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1992 Repair ‘BOGIE COMPLETE’.
15.06.1992 Repair ‘BRAKE BLOCK RB95’.
15.06.1992 Repair ‘COUPLER COMPLETE’.
15.06.1992 Repair ‘LASHING POINT’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘END BRAKE COCK’.
14.10.1992 Repair ‘TRAIN PIPE (END)’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘LASHING POINT’.
14.01.1993 Repair ‘TRAIN PIPE (END)’.
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1993 Repair ‘BOGIE COMPLETE’.
11.08.1993 Repair ‘BOGIE COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘COUPLER COMPLETE’.
11.08.1993 Repair ‘LASHING POINT’.
11.08.1993 Repair ‘TRAIN PIPE (END)’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘BOGIE SPRING’.
02.06.1994 Repair ‘BRAKE BLOCK RB95’.
02.06.1994 Repair ‘BRAKE PULL ROD’.
02.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1994 Repair ‘LASHING POINT’.
02.06.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.07.1994 Repair ‘AXLEBOX’.
25.07.1994 Repair ‘BOGIE COMPLETE’.
25.07.1994 Repair ‘BRAKE PULL ROD’.
25.07.1994 Repair ‘COUPLER COMPLETE’.
25.07.1994 Repair ‘LASHING POINT’.
25.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1994 Repair ‘BRAKE PIN’.

FD 43

Details: wagon ‘FD 43 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 29.10.1992
Last Single Car Test: 29.10.1992
Last Lift: 01.10.1983

17.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘STANCHION’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘BRANCH PIPE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘SIDE BEARER’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
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13.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘END BRAKE COCK’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘COUPLER COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘BRANCH PIPE’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘LASHING POINT’.
15.05.1991 Repair ‘STANCHION’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘BRAKE PULL ROD’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Repair ‘BRAKE PULL ROD’.
18.10.1991 Repair ‘BRANCH PIPE’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘BRAKE PULL ROD’.
05.12.1991 Repair ‘BRANCH PIPE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘LASHING POINT’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BEARERS’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘COUPLER COMPLETE’.
02.04.1992 Repair ‘YOKE CARRIER’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘HANDBRAKE HANDLE’.

5829



2. TIMS GROUP INFORMATION - WAGONS

13.10.1992 Repair ‘LASHING POINT’.
13.10.1992 Repair ‘LASHING POINT’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘CARD OR CLIP HOLDER’.
29.10.1992 Repair ‘COUPLER COMPLETE’.

FD 44

Details: wagon ‘FD 44 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 29.04.1993
Last Single Car Test: 29.04.1993
Last Lift: 22.04.1986

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘BRAKE LEVER’.
25.09.1989 Repair ‘COUPLER COMPLETE’.
25.09.1989 Repair ‘SIDE BEARER’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
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31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘STANCHION’.
31.01.1990 Repair ‘STANCHION’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘SIDE BEARER’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.05.1990 Repair ‘SIDE BEARER’.
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Repair ‘WHEEL SET’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘LASHING POINT’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘END BRAKE COCK’.
02.10.1991 Repair ‘LASHING POINT’.
02.10.1991 Repair ‘STANCHION’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘LASHING POINT’.
17.12.1991 Repair ‘WHEEL SET’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘STANCHION’.
14.01.1992 Repair ‘WHEEL SET’.
26.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1993 Repair ‘BOGIE COMPLETE’.
26.04.1993 Repair ‘BRAKE PIN’.
26.04.1993 Repair ‘COUPLER COMPLETE’.
26.04.1993 Repair ‘END BRAKE COCK’.
26.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘END BRAKE COCK’.

FD 45

Details: wagon ‘FD 45 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 15.06.1995
Last Single Car Test: 07.06.1993
Last Lift: 23.07.1982

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘LASHING POINT’.
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘COUPLER COMPLETE’.
18.09.1989 Repair ‘TRAIN PIPE’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘COUPLER COMPLETE’.
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22.05.1990 Repair ‘FLOOR SHEETING’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘LASHING POINT’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘LASHING POINT’.
21.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1991 Repair ‘LASHING POINT’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘LASHING POINT’.
18.02.1992 Repair ‘WHEEL SET’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘LASHING POINT’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘LASHING POINT’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE COMPLETE’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1995 Repair ‘WHEEL SET’.

FD 46

Details: wagon ‘FD 46 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS;CENTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 25.08.1994
Due Triple Valve: 12.07.1990
Last Triple Valve: 04.09.1989
Last Brake Cylinder: 12.07.1989
Last Single Car Test: 29.08.1994
Last Lift: 14.02.1984

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

05.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘STANCHION’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.08.1989 Repair ‘COUPLER COMPLETE’.
16.08.1989 Repair ‘STANCHION’.
26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘BRAKE BLOCK RB95’.
26.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.08.1989 Repair ‘WHEEL SET’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘BRAKE PIN’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘TRAIN PIPE’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘COUPLER COMPLETE’.
30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Repair ‘LASHING POINT’.
30.07.1990 Repair ‘VEHICLE STENCILS’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE CONTROL PIPE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1991 Repair ‘LASHING POINT’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE BLOCK RB95’.
18.11.1992 Repair ‘COUPLER COMPLETE’.
18.11.1992 Repair ‘LASHING POINT’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘BRAKE BLOCK RB95’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘LASHING POINT’.
28.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘BRAKE PIN’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘LASHING POINT’.
25.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1994 Repair ‘BOGIE COMPLETE’.
25.08.1994 Repair ‘BOGIE SPRING’.
25.08.1994 Repair ‘BRAKE BLOCK RB95’.
25.08.1994 Repair ‘BRAKE LEVER’.
25.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1994 Repair ‘COUPLER COMPLETE’.
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25.08.1994 Repair ‘LASHING POINT’.
25.08.1994 Repair ‘WHEEL SET’.

FD 47

Details: wagon ‘FD 47 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS;CENTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 11.03.1996
Last Triple Valve: 29.06.1988
Last Single Car Test: 21.04.1994
Last Lift: 06.07.1983

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘COUPLER COMPLETE’.
30.07.1990 Repair ‘LASHING POINT’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
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11.09.1990 Repair ‘COUPLER COMPLETE’.
11.09.1990 Repair ‘TRAIN PIPE’.
11.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘COUPLER COMPLETE’.
07.12.1990 Repair ‘LASHING POINT’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1992 Repair ‘LASHING POINT’.
13.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘BRAKE BLOCK RB95’.
04.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1993 Repair ‘COUPLER COMPLETE’.
04.02.1993 Repair ‘END HOSE’.
04.02.1993 Repair ‘LASHING POINT’.
04.02.1993 Repair ‘WHEEL SET’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1993 Repair ‘STANCHION’.
30.06.1993 Repair ‘WEAR PLATES & SADDLES’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1994 Repair ‘BOGIE COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘COUPLER COMPLETE’.
20.04.1994 Repair ‘LASHING POINT’.
20.04.1994 Repair ‘LASHING POINT’.
20.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1996 Repair ‘BOGIE COMPLETE’.

FD 48

Details: wagon ‘FD 48 D’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS;CENTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 22.07.1994
Last Triple Valve: 29.06.1988
Last Brake Cylinder: 29.06.1988
Last Single Car Test: 25.07.1994
Last Lift: 10.06.1982

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘STANCHION’.
04.04.1990 Repair ‘YOKE CARRIER’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘LASHING POINT’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘COUPLER COMPLETE’.
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31.01.1991 Repair ‘HANDBRAKE HANDLE’.
31.01.1991 Repair ‘LASHING POINT’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘BRAKE BLOCK RB95’.
17.03.1992 Repair ‘COUPLER COMPLETE’.
17.03.1992 Repair ‘LASHING POINT’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘COUPLER COMPLETE’.
27.07.1992 Repair ‘LASHING POINT’.
27.07.1992 Repair ‘LASHING POINT’.
27.07.1992 Repair ‘WHEEL SET’.
22.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Repair ‘BOGIE COMPLETE’.
22.07.1994 Repair ‘BRAKE BLOCK RB95’.
22.07.1994 Repair ‘COUPLER COMPLETE’.
22.07.1994 Repair ‘LASHING POINT’.
22.07.1994 Repair ‘TRAIN PIPE (END)’.
22.07.1994 Repair ‘WHEEL SET’.

FD 49

Details: wagon ‘FD 49 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS;CENTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 26.02.1996
Last Triple Valve: 09.08.1988
Last Brake Cylinder: 09.08.1988
Last Single Car Test: 14.02.1992
Last Lift: 17.11.1982

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

27.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘LASHING POINT’.
14.08.1990 Repair ‘TRAIN PIPE (END)’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘BOGIE COMPLETE’.
20.05.1991 Repair ‘COUPLER COMPLETE’.
20.05.1991 Repair ‘GRADE CONTROL VALVE’.
20.05.1991 Repair ‘LASHING POINT’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘LASHING POINT’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘WHEEL SET’.
26.02.1996 Repair ‘BRANCH PIPE’.
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FD 50

Details: wagon ‘FD 50 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS;CENTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 20.08.1993
Last Triple Valve: 13.07.1988
Last Brake Cylinder: 13.07.1988
Last Single Car Test: 20.08.1993

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘END BRAKE COCK’.
25.07.1990 Repair ‘LASHING POINT’.
25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘BRAKE PIN’.
23.08.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘BRANCH PIPE’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘LASHING POINT’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘COUPLER COMPLETE’.
18.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.02.1991 Repair ‘WEAR PLATES & SADDLES’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘HANDBRAKE HANDLE’.
29.07.1991 Repair ‘LASHING POINT’.
29.07.1991 Repair ‘WEAR PLATES & SADDLES’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Repair ‘WHEEL SET’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘LASHING POINT’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘LASHING POINT’.
20.08.1993 Repair ‘LASHING POINT’.
20.08.1993 Repair ‘WHEEL SET’.
20.08.1993 Repair ‘WHEEL SET’.

FD 51

Details: wagon ‘FD 51 R’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 19.08.1996
Last Triple Valve: 14.10.1988
Last Brake Cylinder: 13.07.1988
Last Single Car Test: 14.12.1993

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘COUPLER COMPLETE’.
09.08.1989 Repair ‘LASHING POINT’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘BRAKE BLOCK RB101’.
04.06.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘END HOSE’.
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03.08.1990 Repair ‘HANDBRAKE HANDLE’.
03.08.1990 Repair ‘LASHING POINT’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BOGIE SPRING’.
30.07.1991 Repair ‘BOGIE WEAR PLATES’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘BRAKE PULL ROD’.
30.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘LASHING POINT’.
30.07.1991 Repair ‘WHEEL SET’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘BRANCH PIPE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘HANDBRAKE HANDLE’.
19.08.1991 Repair ‘WHEEL SET’.
30.03.1993 Repair ‘LASHING POINT’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Repair ‘LASHING POINT’.
14.12.1993 Repair ‘TRAIN PIPE’.
14.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1996 Repair ‘TRAIN PIPE (END)’.

FD 52

Details: wagon ‘FD 52 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
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BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 29.09.1995
Last Triple Valve: 26.08.1988
Last Brake Cylinder: 15.07.1988
Last Single Car Test: 13.04.1995

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

24.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘COUPLER COMPLETE’.
28.09.1989 Repair ‘END FRAME MEMBER’.
28.09.1989 Repair ‘LASHING POINT’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘END BRAKE COCK’.
09.11.1989 Repair ‘SIDE BEARER’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘SIDE BEARER’.
27.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE PIN’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.03.1991 Repair ‘LASHING POINT’.
06.03.1991 Repair ‘WEAR PLATES & SADDLES’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1991 Repair ‘BRAKE BLOCK RB95’.
01.11.1991 Repair ‘BRAKE PIN’.
01.11.1991 Repair ‘BRAKE PULL ROD’.
01.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE BLOCK RB95’.
22.11.1991 Repair ‘BRAKE PIN’.
22.11.1991 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘LASHING POINT’.
27.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1995 Repair ‘COUPLER KNUCKLE’.
29.09.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FD 53

Details: wagon ‘FD 53 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 29.11.1993
Last Triple Valve: 23.04.1991
Last Brake Cylinder: 02.08.1988
Last Single Car Test: 30.11.1993
Last Lift: 20.09.1982

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’
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20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.04.1991 Repair ‘COUPLER COMPLETE’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘BRAKE BLOCK RB95’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
13.01.1993 Repair ‘LASHING POINT’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1993 Repair ‘BRAKE BLOCK RB95’.
29.11.1993 Repair ‘LASHING POINT’.
29.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 54

Details: wagon ‘FD 54 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX FW;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 14.10.1996
Last Single Car Test: 14.02.1994
Last Lift: 19.10.1982
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26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

30.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1990 Repair ‘BOGIE COMPLETE’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
02.05.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1991 Repair ‘BRANCH PIPE’.
11.07.1991 Repair ‘COUPLER COMPLETE’.
11.07.1991 Repair ‘LASHING POINT’.
11.07.1991 Repair ‘WHEEL SET’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘COUPLER COMPLETE’.
30.06.1993 Repair ‘LASHING POINT’.
30.06.1993 Repair ‘LASHING POINT’.
30.06.1993 Repair ‘WEAR PLATES & SADDLES’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BOGIE COMPLETE’.
11.02.1994 Repair ‘BOGIE SIDEFRAME’.
11.02.1994 Repair ‘COUPLER COMPLETE’.
11.02.1994 Repair ‘LASHING POINT’.
11.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1994 Repair ‘YOKE CARRIER’.
03.06.1996 Repair ‘BOGIE COMPLETE’.
14.10.1996 Repair ‘COUPLER TRIGGER LEVER’.
14.10.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 55

Details: wagon ‘FD 55 H’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX FW
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 11.10.1996
Last Triple Valve: 28.11.1988
Last Single Car Test: 03.02.1993
Last Lift: 24.05.1982

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘END BRAKE COCK’.
27.09.1989 Repair ‘LASHING POINT’.
27.09.1989 Repair ‘STANCHION’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1991 Repair ‘WHEEL SET’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BRAKE BLOCK RB95’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
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10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘LASHING POINT’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.05.1996 Repair ‘BOGIE COMPLETE’.
11.10.1996 Repair ‘BRANCH PIPE’.
11.10.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 56

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘STANCHION’.
01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘LASHING POINT’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘TRAIN PIPE (END)’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘LASHING POINT’.
05.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘END BRAKE COCK’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘STANCHION’.
20.10.1992 Repair ‘TRAIN PIPE (END)’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘LASHING POINT’.
01.12.1992 Repair ‘VEHICLE STENCILS’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

FD 57

Details: wagon ‘FD 57 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX FW
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 07.10.1996
Last Triple Valve: 16.02.1989
Last Brake Cylinder: 16.02.1989
Last Single Car Test: 19.10.1994
Last Lift: 09.09.1982

26.06.1986 Alteration complete ‘CONVERT DAMAGED FW WAGONS TO FOUR
BOLSTER WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over
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Headstocks: ‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use:
‘LOGS’. Capacity: ‘35T.’

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.07.1989 Repair ‘TRAIN PIPE (END)’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘SIDE BEARER’.
09.04.1990 Repair ‘STANCHION’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘STANCHION’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘COUPLER COMPLETE’.
28.08.1990 Repair ‘STANCHION’.
28.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘COUPLER COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘BRAKE CONTROL PIPE’.
01.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1991 Repair ‘HANDBRAKE HANDLE’.
01.10.1991 Repair ‘LASHING POINT’.
01.10.1991 Repair ‘STANCHION’.
01.10.1991 Repair ‘TRAIN PIPE’.
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BRAKE BLOCK RB95’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘LASHING POINT’.
10.04.1992 Repair ‘STANCHION’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BRAKE BLOCK RB95’.
02.12.1992 Repair ‘COUPLER COMPLETE’.
02.12.1992 Repair ‘COUPLER KNUCKLE’.
02.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BRAKE PIN’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘BRAKE PIN’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘LASHING POINT’.
02.08.1993 Repair ‘WHEEL SET’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE PIN’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘LASHING POINT’.
18.05.1994 Repair ‘TRAIN PIPE (END)’.
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘BOGIE COMPLETE’.
28.07.1994 Repair ‘BRAKE PIN’.
28.07.1994 Repair ‘COUPLER COMPLETE’.
18.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1994 Repair ‘BOGIE COMPLETE’.
18.10.1994 Repair ‘BRAKE BLOCK RB95’.
18.10.1994 Repair ‘BRAKE LEVER’.
18.10.1994 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1994 Repair ‘COUPLER COMPLETE’.
07.10.1996 Repair ‘STANCHION’.

FD 62

Details: wagon ‘FD 62 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX CE
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AC NB
Return to Service Date: 06.08.1996
Last Triple Valve: 15.07.1988
Last Brake Cylinder: 08.08.1989
Last Single Car Test: 19.12.1994
Last Lift: 22.12.1983

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1989 Repair ‘HANDBRAKE HANDLE’.
07.08.1989 Repair ‘LASHING POINT’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘VEHICLE STENCILS’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1990 Repair ‘CARD OR CLIP HOLDER’.
07.02.1990 Repair ‘COUPLER COMPLETE’.
07.02.1990 Repair ‘END HOSE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘WHEEL SET’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BOGIE COMPLETE’.
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29.08.1994 Repair ‘BRAKE BLOCK RB95’.
29.08.1994 Repair ‘COUPLER COMPLETE’.
29.08.1994 Repair ‘COUPLER KNUCKLE’.
29.08.1994 Repair ‘LASHING POINT’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘BRAKE BLOCK RB95’.
11.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘BOGIE COMPLETE’.
08.12.1994 Repair ‘BRAKE LEVER’.
08.12.1994 Repair ‘BRAKE PIN’.
08.12.1994 Repair ‘BRAKE PULL ROD’.
08.12.1994 Repair ‘COUPLER COMPLETE’.
08.12.1994 Repair ‘TRAIN PIPE’.
06.08.1996 Repair ‘LASHING POINT’.

FD 63

Details: wagon ‘FD 63 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX CE
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC NB
Return to Service Date: 22.02.1994
Last Triple Valve: 26.07.1988
Last Brake Cylinder: 22.02.1994
Last Single Car Test: 22.02.1994
Last Lift: 22.12.1983

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.
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02.11.1989 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1991 Repair ‘WEAR PLATES & SADDLES’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘COUPLER KNUCKLE’.
14.02.1992 Repair ‘LASHING POINT’.
14.02.1992 Repair ‘STANCHION’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘LASHING POINT’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘COUPLER COMPLETE’.
21.05.1993 Repair ‘STANCHION’.
21.05.1993 Repair ‘WEAR PLATES & SADDLES’.
21.05.1993 Repair ‘WHEEL SET’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘END BRAKE COCK’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘COUPLER COMPLETE’.
22.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

FD 64

Details: wagon ‘FD 64 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 07.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX CE
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AC NB
Return to Service Date: 22.11.1996
Last Single Car Test: 22.06.1993
Last Lift: 04.11.1983

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

25.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘AXLEBOX’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘WEAR PLATES & SADDLES’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘LASHING POINT’.
18.06.1991 Repair ‘WEAR PLATES & SADDLES’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘WEAR PLATES & SADDLES’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
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12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘BRANCH PIPE’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘WHEEL SET’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘LASHING POINT’.
29.10.1992 Repair ‘WEAR PLATES & SADDLES’.
29.10.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1993 Repair ‘BOGIE COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER COMPLETE’.
22.11.1996 Repair ‘BRAKE BLOCK RB95’.
22.11.1996 Repair ‘TRAIN PIPE (END)’.
22.11.1996 Repair ‘WHEEL SET’.

FD 65

Details: wagon ‘FD 65 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.01.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX CE
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC NB
Return to Service Date: 22.06.1993
Last Triple Valve: 13.07.1988
Last Single Car Test: 22.06.1993
Last Lift: 12.08.1983
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11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘BRAKE PIN’.
24.07.1989 Repair ‘CARD OR CLIP HOLDER’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘BRANCH PIPE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘SIDE BEARER’.
07.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘BRAKE PIN’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Repair ‘WEAR PLATES & SADDLES’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘WEAR PLATES & SADDLES’.
05.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1992 Repair ‘BOGIE COMPLETE’.
05.10.1992 Repair ‘BRAKE BLOCK RB95’.
05.10.1992 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘BRAKE LEVER’.
22.06.1993 Repair ‘BRANCH PIPE’.
22.06.1993 Repair ‘COUPLER COMPLETE’.

FD 66

Details: wagon ‘FD 66 B’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX OE
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC NB
Return to Service Date: 17.06.1996
Last Triple Valve: 21.07.1988
Last Single Car Test: 15.03.1993
Last Lift: 05.03.1982

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1990 Repair ‘BOGIE COMPLETE’.
26.02.1990 Repair ‘BRAKE LEVER’.
26.02.1990 Repair ‘BRAKE PULL ROD’.
26.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1990 Repair ‘COUPLER COMPLETE’.
26.02.1990 Repair ‘WHEEL SET’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘COUPLER COMPLETE’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.06.1992 Repair ‘BOGIE COMPLETE’.
15.06.1992 Repair ‘BRAKE BLOCK RB95’.
15.06.1992 Repair ‘BRAKE PIN’.
15.06.1992 Repair ‘COUPLER COMPLETE’.
15.06.1992 Repair ‘LASHING POINT’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE BLOCK RB95’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1992 Repair ‘LASHING POINT’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘BRAKE LEVER’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRANCH PIPE’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘YOKE CARRIER’.
17.06.1996 Repair ‘BOGIE COMPLETE’.
17.06.1996 Repair ‘WHEEL SET’.

FD 67

Details: wagon ‘FD 67 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX CE
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC NB
Return to Service Date: 18.10.1994
Last Triple Valve: 13.07.1988
Last Brake Cylinder: 20.12.1989
Last Single Car Test: 19.10.1994

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘BRAKE PULL ROD’.
20.12.1989 Repair ‘COUPLER COMPLETE’.
20.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1989 Repair ‘HANDBRAKE HANDLE’.
20.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1989 Repair ‘YOKE COMPLETE’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘COUPLER COMPLETE’.
12.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1990 Repair ‘HANDBRAKE HANDLE’.
24.01.1990 Repair ‘STANCHION’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1994 Repair ‘BOGIE COMPLETE’.
18.10.1994 Repair ‘BRAKE BLOCK RB95’.
18.10.1994 Repair ‘COUPLER COMPLETE’.

FD 68

Details: wagon ‘FD 68 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX OE
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC NB
Return to Service Date: 07.07.1994
Last Triple Valve: 21.07.1988
Last Brake Cylinder: 07.07.1994
Last Single Car Test: 07.07.1994

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration complete ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRAKE LEVER’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1990 Repair ‘STANCHION’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘WEAR PLATES & SADDLES’.
03.01.1991 Repair ‘WHEEL SET’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE BLOCK RB95’.
22.11.1991 Repair ‘COUPLER COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘TRAIN PIPE (END)’.
22.11.1991 Repair ‘WHEEL SET’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘COUPLER COMPLETE’.
13.12.1991 Repair ‘LASHING POINT’.
13.12.1991 Repair ‘TRAIN PIPE (END)’.
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05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘BRAKE BLOCK RB95’.
05.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.05.1992 Repair ‘COUPLER COMPLETE’.
05.05.1992 Repair ‘STANCHION’.
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1992 Repair ‘BOGIE COMPLETE’.
15.06.1992 Repair ‘BRAKE PIN’.
15.06.1992 Repair ‘COUPLER COMPLETE’.
15.06.1992 Repair ‘LASHING POINT’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘COUPLER COMPLETE’.
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘COUPLER COMPLETE’.
07.07.1994 Repair ‘END BRAKE COCK’.
07.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1994 Repair ‘STANCHION’.

FD 200

10.03.1987 Reclassified from wagon ‘FD 200 F’ to ’ wagon ‘FD 205 E’.

FD 201

Details: wagon ‘FD 201 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 01.10.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
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BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 30.03.1994
Last Single Car Test: 31.03.1994
Last Lift: 05.02.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘LASHING POINT’.
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘BRAKE PULL ROD’.
07.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1990 Repair ‘HANDBRAKE HANDLE’.
07.05.1990 Repair ‘SIDE BEARER’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COUPLER COMPLETE’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘BRAKE BLOCK RB95’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Repair ‘END BRAKE COCK’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘BRAKE BLOCK RB95’.
30.03.1994 Repair ‘COUPLER COMPLETE’.
30.03.1994 Repair ‘HANDBRAKE HANDLE’.
30.03.1994 Repair ‘LASHING POINT’.
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FD 202

Details: wagon ‘FD 202 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 13.08.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 22.07.1994
Last Triple Valve: 24.08.1988
Last Brake Cylinder: 20.02.1990
Last Single Car Test: 25.07.1994
Last Lift: 23.10.1985

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

28.08.1989 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘BRANCH PIPE’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘END SILL’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘END BRAKE COCK’.
01.03.1990 Repair ‘STANCHION’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘BRANCH PIPE’.
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18.09.1990 Repair ‘COUPLER COMPLETE’.
18.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.09.1990 Repair ‘STRIKING CASTING’.
18.09.1990 Repair ‘WEAR PLATES & SADDLES’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE PULL ROD’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘LASHING POINT’.
25.06.1991 Repair ‘WEAR PLATES & SADDLES’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Repair ‘BOGIE COMPLETE’.
22.07.1994 Repair ‘BRAKE BLOCK RB95’.
22.07.1994 Repair ‘COUPLER COMPLETE’.
22.07.1994 Repair ‘END BRAKE COCK’.
22.07.1994 Repair ‘LASHING POINT’.
22.07.1994 Repair ‘TRAIN PIPE (END)’.

FD 203

Details: wagon ‘FD 203 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 04.06.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 18.01.1991
Last Triple Valve: 18.01.1991
Last Single Car Test: 18.01.1991
Last Lift: 20.02.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1989 Repair ‘FLOOR COMPLETE’.
27.10.1989 Repair ‘SIDE BEARER’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BRAKE BLOCK RB95’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE COMPLETE’.
18.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.01.1991 Repair ‘COUPLER COMPLETE’.
18.01.1991 Repair ‘SIDE BEARER’.
18.01.1991 Repair ‘TRAIN PIPE (END)’.
18.01.1991 Repair ‘TRAIN PIPE’.

FD 204

Details: wagon ‘FD 204 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 01.01.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 21.09.1994
Last Triple Valve: 04.08.1988
Last Single Car Test: 06.04.1993
Last Lift: 18.08.1983

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE PIN’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1989 Repair ‘SIDE BEARER’.
11.07.1989 Repair ‘TOP CENTRE PLATE’.
11.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1989 Repair ‘YOKE COMPLETE’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRANCH PIPE’.
21.08.1989 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘BRAKE PIN’.
23.01.1992 Repair ‘COUPLER COMPLETE’.
23.01.1992 Repair ‘HANDBRAKE HANDLE’.
23.01.1992 Repair ‘WEAR PLATES & SADDLES’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘END FRAME MEMBER’.
18.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘LASHING POINT’.
31.07.1992 Repair ‘STANCHION’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BRAKE PIN’.
02.12.1992 Repair ‘COUPLER COMPLETE’.
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02.12.1992 Repair ‘LASHING POINT’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE PIN’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘LASHING POINT’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
21.09.1994 Repair ‘LASHING POINT’.

FD 205

Details: wagon ‘FD 205 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 09.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 21.08.1996
Last Triple Valve: 07.05.1991
Last Single Car Test: 20.06.1994
Last Lift: 17.12.1986

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
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07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.05.1991 Repair ‘LASHING POINT’.
07.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘BRAKE PIN’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE BLOCK RB95’.
04.05.1994 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘LASHING POINT’.
04.05.1994 Repair ‘WHEEL SET’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1995 Repair ‘COUPLER COMPLETE’.
23.08.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1996 Repair ‘LASHING POINT’.

FD 206

Details: wagon ‘FD 206 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 14.05.1927

5871



2. TIMS GROUP INFORMATION - WAGONS

Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 27.08.1996
Last Triple Valve: 14.10.1988
Last Single Car Test: 21.04.1994
Last Lift: 16.09.1980

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘COUPLER COMPLETE’.
07.02.1990 Repair ‘END SILL’.
07.02.1990 Repair ‘WEAR PLATES & SADDLES’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Repair ‘COUPLER COMPLETE’.
09.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘CENTRE SILL’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1991 Repair ‘SIDE BEARER’.
31.05.1991 Repair ‘STRIKING CASTING’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
31.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BRAKE PIN’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘BRAKE BLOCK RB95’.
07.08.1993 Repair ‘BRAKE PULL ROD’.
07.08.1993 Repair ‘COUPLER COMPLETE’.
07.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1993 Repair ‘LASHING POINT’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE COMPLETE’.
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20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘COUPLER COMPLETE’.
27.08.1996 Repair ‘WHEEL SET’.

FD 207

Details: wagon ‘FD 207 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 25.06.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 20.02.1997
Last Single Car Test: 29.06.1994
Last Lift: 31.07.1980

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘LASHING POINT’.
05.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘BRAKE BLOCK RB95’.
02.06.1994 Repair ‘BRAKE PIN’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
02.06.1994 Repair ‘COUPLER KNUCKLE’.
02.06.1994 Repair ‘LASHING POINT’.
02.06.1994 Repair ‘TRAIN PIPE (END)’.
02.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘BRAKE BLOCK RB95’.
27.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
20.02.1997 Repair ‘BRAKE BLOCK RB95’.

FD 208

Details: wagon ‘FD 208 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 21.05.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: NB
Return to Service Date: 07.03.1996
Last Triple Valve: 17.06.1988
Last Brake Cylinder: 09.10.1991
Last Single Car Test: 07.09.1994
Last Lift: 21.11.1983

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.01.1990 Repair ‘COUPLER COMPLETE’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Repair ‘LASHING POINT’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘BRAKE PIN’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘LASHING POINT’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘WHEEL SET’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1991 Repair ‘BRAKE BLOCK RB95’.
12.09.1991 Repair ‘BRAKE PIN’.
12.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1991 Repair ‘BRAKE PIN’.
09.10.1991 Repair ‘BRAKE PULL ROD’.
09.10.1991 Repair ‘BRANCH PIPE’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
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09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE PIN’.
09.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1993 Repair ‘LASHING POINT’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Repair ‘BRAKE BLOCK RB95’.
17.06.1993 Repair ‘BRAKE PULL ROD’.
17.06.1993 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘LASHING POINT’.
05.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1994 Repair ‘BOGIE COMPLETE’.
05.09.1994 Repair ‘BRAKE BLOCK RB95’.
05.09.1994 Repair ‘COUPLER COMPLETE’.
06.09.1995 Repair ‘TRAIN PIPE (END)’.
07.03.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FD 209

Details: wagon ‘FD 209 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 09.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: NB
Return to Service Date: 13.12.1993
Last Single Car Test: 14.12.1993
Last Lift: 21.01.1986

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘BRAKE PIN’.
22.05.1990 Repair ‘COUPLER COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1990 Repair ‘BOGIE COMPLETE’.
30.08.1990 Repair ‘COUPLER COMPLETE’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘BRAKE PULL ROD’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1991 Repair ‘SIDE BEARER’.
20.03.1991 Repair ‘TOP CENTRE PLATE’.
20.03.1991 Repair ‘YOKE COMPLETE’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE COMPLETE’.
20.11.1991 Repair ‘BRAKE BLOCK RB95’.
20.11.1991 Repair ‘COUPLER COMPLETE’.
20.11.1991 Repair ‘LASHING POINT’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Repair ‘END BRAKE COCK’.
29.09.1992 Repair ‘TRAIN PIPE (END)’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
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13.12.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘COUPLER COMPLETE’.

FD 210

Details: wagon ‘FD 210 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 08.10.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 22.05.1996
Last Triple Valve: 05.10.1988
Last Single Car Test: 13.08.1992
Last Lift: 11.04.1980

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘COUPLER COMPLETE’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘LASHING POINT’.
18.01.1991 Repair ‘STANCHION’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE BLOCK RB95’.
03.08.1992 Repair ‘COUPLER COMPLETE’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘LASHING POINT’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRANCH PIPE’.
13.08.1992 Repair ‘COUPLER COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
21.06.1995 Repair ‘WHEEL SET’.
22.05.1996 Repair ‘BOGIE ADAPTER’.

FD 211

Details: wagon ‘FD 211 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 06.08.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Last Single Car Test: 18.11.1992
Last Lift: 23.09.1983

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1989 Repair ‘WHEEL SET’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BOGIE SPRING’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘BRAKE BLOCK RB95’.
23.10.1990 Repair ‘COUPLER COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘LASHING POINT’.
19.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘BRAKE PIN’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE BLOCK RB95’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE BLOCK RB95’.
18.11.1992 Repair ‘COUPLER COMPLETE’.

FD 212

Details: wagon ‘FD 212 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 12.11.1927
Operating System: AN
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Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 27.06.1996
Last Single Car Test: 16.02.1994
Last Lift: 12.06.1979

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

31.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘COUPLER COMPLETE’.
30.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1990 Repair ‘HANDBRAKE HANDLE’.
15.03.1990 Repair ‘SIDE BEARER’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘WHEEL SET’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB101’.
24.07.1991 Repair ‘BRAKE PIN’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘BRAKE BLOCK RB95’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘LASHING POINT’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE BLOCK RB95’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘LASHING POINT’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
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15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘COUPLER COMPLETE’.
15.02.1994 Repair ‘LASHING POINT’.
07.12.1995 Repair ‘WHEEL SET’.
27.06.1996 Repair ‘TRAIN PIPE (END)’.

FD 213

Details: wagon ‘FD 213 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 09.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Last Single Car Test: 11.01.1989
Last Lift: 05.05.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

FD 214

Details: wagon ‘FD 214 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 03.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Last Lift: 04.05.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

FD 215

Details: wagon ‘FD 215 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 03.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 06.08.1996
Last Triple Valve: 20.09.1988
Last Single Car Test: 14.05.1994
Last Lift: 04.05.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.
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14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Repair ‘COUPLER COMPLETE’.
20.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘WEAR PLATES & SADDLES’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘WEAR PLATES & SADDLES’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘BRAKE BLOCK RB101’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
14.05.1994 Repair ‘LASHING POINT’.
14.05.1994 Repair ‘TRAIN PIPE (END)’.
14.05.1994 Repair ‘TRAIN PIPE’.
14.05.1994 Repair ‘WHEEL SET’.
06.08.1996 Repair ‘LASHING POINT’.

FD 216

Details: wagon ‘FD 216 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: T W118B
Date Built: 20.08.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 09.04.1997
Last Triple Valve: 04.05.1990
Last Brake Cylinder: 04.05.1990
Last Single Car Test: 03.05.1994
Last Lift: 30.07.1981

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘END BRAKE COCK’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘LASHING POINT’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1989 Repair ‘LASHING POINT’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.11.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRAKE PULL ROD’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.05.1990 Repair ‘COUPLER COMPLETE’.
04.05.1990 Repair ‘GRADE CONTROL VALVE’.
04.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1990 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE BLOCK RB95’.
10.06.1992 Repair ‘BRAKE PIN’.
10.06.1992 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘COUPLER KNUCKLE’.
10.06.1992 Repair ‘LASHING POINT’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BRAKE BLOCK RB95’.
03.05.1994 Repair ‘BRAKE PULL ROD’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘WHEEL SET’.
20.06.1995 Repair ‘LASHING POINT’.
14.09.1995 Repair ‘BRAKE BLOCK RB95’.
09.04.1997 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1997 Repair ‘TRAIN PIPE (END)’.

FD 217

Details: wagon ‘FD 217 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 17.12.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: NB
Last Triple Valve: 17.06.1988
Last Single Car Test: 09.02.1989
Last Lift: 26.05.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

FD 218

Details: wagon ‘FD 218 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 30.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 30.03.1994
Last Triple Valve: 26.08.1988
Last Single Car Test: 31.03.1994
Last Lift: 09.06.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘SIDE BEARER’.
06.12.1989 Repair ‘TOP CENTRE PLATE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5887



2. TIMS GROUP INFORMATION - WAGONS

20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE PIN’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘COUPLER COMPLETE’.
02.04.1993 Repair ‘END BRAKE COCK’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘COUPLER COMPLETE’.

FD 219

Details: wagon ‘FD 219 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 02.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 03.06.1994
Last Triple Valve: 30.07.1992
Last Single Car Test: 07.06.1994
Last Lift: 16.06.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PIN’.
17.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘WHEEL SET’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘BRAKE PIN’.
30.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.07.1992 Repair ‘COUPLER COMPLETE’.
30.07.1992 Repair ‘LASHING POINT’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘COUPLER COMPLETE’.
16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘END BRAKE COCK’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

5889



2. TIMS GROUP INFORMATION - WAGONS

03.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1994 Repair ‘BOGIE COMPLETE’.
03.06.1994 Repair ‘BRAKE BLOCK RB95’.
03.06.1994 Repair ‘COUPLER COMPLETE’.
03.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1994 Repair ‘LASHING POINT’.
03.06.1994 Repair ‘WHEEL SET’.

FD 220

Details: wagon ‘FD 220 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 03.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Last Lift: 16.06.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

FD 221

Details: wagon ‘FD 221 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 23.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFBA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 12.09.1995
Last Triple Valve: 03.08.1988
Last Single Car Test: 31.03.1994
Last Lift: 22.06.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘COUPLER COMPLETE’.
28.09.1989 Repair ‘FLOOR SHEETING’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE PULL ROD’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘FLOOR COMPLETE’.
09.10.1991 Repair ‘TOP CENTRE PLATE’.
09.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Repair ‘VEHICLE RETARE’.
09.10.1991 Repair ‘VEHICLE STENCILS’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘COUPLER COMPLETE’.
25.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
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25.09.1992 Repair ‘LASHING POINT’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1992 Repair ‘YOKE COMPLETE’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘LASHING POINT’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘BRAKE BLOCK RB95’.
30.03.1994 Repair ‘COUPLER COMPLETE’.
30.03.1994 Repair ‘LASHING POINT’.
12.09.1995 Repair ‘WHEEL SET’.

FD 222

Details: wagon ‘FD 222 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 16.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 28.02.1994
Last Triple Valve: 22.08.1991
Last Brake Cylinder: 15.12.1988
Last Single Car Test: 28.02.1994
Last Lift: 25.06.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
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07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘BRAKE PULL ROD’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘LASHING POINT’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE BLOCK RB95’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘END HOSE’.
22.08.1991 Repair ‘LASHING POINT’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘TRAIN PIPE (END)’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE PIN’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘LASHING POINT’.

FD 223

Details: wagon ‘FD 223 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 16.04.1927
Operating System: AN
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Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 09.10.1996
Last Single Car Test: 07.07.1994
Last Lift: 29.06.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

25.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘BRANCH PIPE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
09.04.1990 Repair ‘YOKE CARRIER’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘BRAKE BLOCK RB95’.
30.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1992 Repair ‘COUPLER COMPLETE’.
30.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1992 Repair ‘YOKE CARRIER’.
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06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘BRAKE BLOCK RB95’.
06.07.1994 Repair ‘COUPLER COMPLETE’.
06.07.1994 Repair ‘WHEEL SET’.
02.06.1995 Repair ‘WHEEL SET’.
09.10.1996 Repair ‘BRAKE BLOCK RB101’.
09.10.1996 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1996 Repair ‘BRAKE LEVER’.
09.10.1996 Repair ‘BRAKE PULL ROD’.
09.10.1996 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1996 Repair ‘SIDE BEARER’.
09.10.1996 Repair ‘TOP CENTRE PLATE’.

FD 224

Details: wagon ‘FD 224 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 02.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 22.05.1996
Last Triple Valve: 16.10.1992
Last Single Car Test: 22.04.1994
Last Lift: 02.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
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24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘END BRAKE COCK’.
24.07.1989 Repair ‘SIDE BEARER’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1990 Repair ‘BRAKE PULL ROD’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘LASHING POINT’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BRAKE BLOCK RB95’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘LASHING POINT’.
19.02.1992 Repair ‘WHEEL SET’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘LASHING POINT’.
16.10.1992 Repair ‘TRAIN PIPE (END)’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘BRAKE BLOCK RB95’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1994 Repair ‘BOGIE COMPLETE’.
22.04.1994 Repair ‘BRAKE BLOCK RB95’.
22.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
22.04.1994 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘LASHING POINT’.
22.04.1994 Repair ‘WHEEL SET’.
25.05.1995 Repair ‘CENTRE SILL’.
22.05.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.05.1996 Repair ‘WHEEL SET’.

FD 225

Details: wagon ‘FD 225 U’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 24.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 21.06.1995
Last Triple Valve: 03.03.1993
Last Single Car Test: 20.06.1994
Last Lift: 02.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

28.08.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘BRANCH PIPE’.
20.10.1989 Repair ‘COUPLER COMPLETE’.
20.10.1989 Repair ‘VEHICLE STENCILS’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB95’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘LASHING POINT’.
28.11.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Repair ‘COUPLER COMPLETE’.
01.08.1991 Repair ‘WHEEL SET’.
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04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.12.1992 Repair ‘COUPLER COMPLETE’.
04.12.1992 Repair ‘LASHING POINT’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
03.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘BRAKE BLOCK RB95’.
23.03.1993 Repair ‘BRAKE PIN’.
23.03.1993 Repair ‘BRAKE PULL ROD’.
23.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1993 Repair ‘LASHING POINT’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘END HOSE’.
17.06.1994 Repair ‘LASHING POINT’.
17.06.1994 Repair ‘WHEEL SET’.
21.06.1995 Repair ‘BRAKE SPREADER & HANGERS’.

FD 226

Details: wagon ‘FD 226 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 25.06.1927
Operating System: AN
Intended Use: LOGS
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Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 21.01.1991
Last Triple Valve: 21.01.1991
Last Single Car Test: 21.01.1991
Last Lift: 07.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘COUPLER COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘LASHING POINT’.
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘BRANCH PIPE’.
21.11.1989 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE BLOCK RB95’.
05.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1990 Repair ‘HANDBRAKE HANDLE’.
05.04.1990 Repair ‘SIDE BEARER’.
05.04.1990 Repair ‘STANCHION’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Repair ‘TRAIN PIPE (END)’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘YOKE COMPLETE’.
05.04.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘BRAKE PIN’.
28.08.1990 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘BRANCH PIPE’.
21.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘FLOOR SHEETING’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
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FD 227

Details: wagon ‘FD 227 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 24.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 06.11.1996
Last Triple Valve: 12.11.1996
Last Brake Cylinder: 29.09.1989
Last Single Car Test: 20.07.1995
Last Lift: 11.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BOLSTER’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘SIDE BEARER’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Repair ‘WEAR PLATES & SADDLES’.
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26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Repair ‘WEAR PLATES & SADDLES’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘SIDE BEARER’.
24.06.1991 Repair ‘TRAIN PIPE’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE COMPLETE’.
20.11.1991 Repair ‘BRAKE BLOCK RB95’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1992 Repair ‘END BRAKE COCK’.
19.02.1992 Repair ‘END HOSE’.
19.02.1992 Repair ‘STRIKING CASTING’.
19.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘LASHING POINT’.
19.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1996 Repair ‘BOGIE COMPLETE’.
06.11.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

FD 228

Details: wagon ‘FD 228 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 08.10.1927
Operating System: AN
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Intended Use: LOGS
Remarks: EX AFBA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 18.12.1996
Last Single Car Test: 15.06.1993
Last Lift: 11.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘WEAR PLATES & SADDLES’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘END BRAKE COCK’.
25.02.1991 Repair ‘STANCHION’.
25.02.1991 Repair ‘TRAIN PIPE (END)’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE BLOCK RB95’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Repair ‘LASHING POINT’.
22.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘BRAKE BLOCK RB95’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘LASHING POINT’.
18.05.1995 Repair ‘WHEEL SET’.
18.12.1996 Repair ‘BOGIE COMPLETE’.
18.12.1996 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1996 Repair ‘SIDE BEARER’.
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FD 229

Details: wagon ‘FD 229 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 19.11.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 20.06.1995
Last Triple Valve: 21.08.1991
Last Brake Cylinder: 21.08.1991
Last Single Car Test: 21.08.1991
Last Lift: 14.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘COUPLER COMPLETE’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘TRAIN PIPE (END)’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘WEAR PLATES & SADDLES’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘BRANCH PIPE’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
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26.02.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘BRAKE PULL ROD’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘END BRAKE COCK’.
21.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Repair ‘TOP CENTRE PLATE’.
21.08.1991 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Repair ‘TRAIN PIPE’.
21.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1995 Repair ‘WHEEL SET’.

FD 230

Details: wagon ‘FD 230 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 17.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 16.10.1992
Last Single Car Test: 16.10.1992
Last Lift: 20.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘SIDE BEARER’.
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10.01.1990 Repair ‘SIDE MEMBER’.
10.01.1990 Repair ‘TOP CENTRE PLATE’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘CARD OR CLIP HOLDER’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘LASHING POINT’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘CARD OR CLIP HOLDER’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘BRAKE CONTROL PIPE’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘END HOSE’.
11.02.1992 Repair ‘LASHING POINT’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COUPLER COMPLETE’.

FD 231

Details: wagon ‘FD 231 P’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 09.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Last Single Car Test: 30.11.1993
Last Lift: 27.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘LASHING POINT’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1990 Repair ‘BOGIE COMPLETE’.
01.05.1990 Repair ‘BRAKE PULL ROD’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘FLOOR BOARDS’.
01.05.1990 Repair ‘FLOOR SHEETING’.
01.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘BRAKE BLOCK OTHER’.
12.07.1990 Repair ‘COUPLER COMPLETE’.
12.07.1990 Repair ‘TRAIN PIPE’.
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Repair ‘COUPLER COMPLETE’.
20.12.1990 Repair ‘FLOOR SHEETING’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘BOGIE SPRING’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘WHEEL SET’.
24.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1992 Repair ‘BOGIE COMPLETE’.
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘LASHING POINT’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BOGIE COMPLETE’.
26.11.1993 Repair ‘COUPLER COMPLETE’.
26.11.1993 Repair ‘LASHING POINT’.
26.11.1993 Repair ‘TRAIN PIPE (END)’.
29.06.1995 Repair ‘LASHING POINT’.
27.05.1996 Repair ‘BOGIE COMPLETE’.

FD 232

Details: wagon ‘FD 232 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 18.06.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 13.11.1996
Last Triple Valve: 02.11.1989
Last Single Car Test: 03.02.1993
Last Lift: 28.07.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘FLOOR COMPLETE’.
02.11.1989 Repair ‘VEHICLE RETARE’.
02.11.1989 Repair ‘VEHICLE STENCILS’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘COUPLER COMPLETE’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘LASHING POINT’.
03.02.1993 Repair ‘LASHING POINT’.
30.03.1993 Repair ‘CARD OR CLIP HOLDER’.
19.12.1994 Repair ‘LASHING POINT’.
19.12.1994 Repair ‘LASHING POINT’.
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22.05.1995 Repair ‘WHEEL SET’.
13.11.1996 Repair ‘LASHING POINT’.

FD 233

Details: wagon ‘FD 233 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 02.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 26.08.1996
Due Triple Valve: 01.02.1989
Last Triple Valve: 17.06.1993
Last Single Car Test: 21.07.1994
Last Lift: 15.11.1985

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘BRAKE CONTROL PIPE’.
19.12.1989 Repair ‘BRANCH PIPE’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1989 Repair ‘HOSE FITTINGS’.
19.12.1989 Repair ‘NYLON HOSE’.
19.12.1989 Repair ‘SIDE BEARER’.
19.12.1989 Repair ‘TRAIN PIPE’.
19.12.1989 Repair ‘YOKE COMPLETE’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘COUPLER COMPLETE’.
31.01.1991 Repair ‘WHEEL SET’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘COUPLER COMPLETE’.
12.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.12.1991 Repair ‘LASHING POINT’.
12.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘LASHING POINT’.
09.11.1992 Repair ‘WHEEL SET’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Repair ‘BRAKE BLOCK RB95’.
17.06.1993 Repair ‘BRANCH PIPE’.
17.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.06.1993 Repair ‘COUPLER COMPLETE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BOGIE COMPLETE’.
20.07.1994 Repair ‘COUPLER COMPLETE’.
20.07.1994 Repair ‘LASHING POINT’.
26.08.1996 Repair ‘BRAKE BLOCK RB95’.
26.08.1996 Repair ‘LASHING POINT’.

FD 234

Details: wagon ‘FD 234 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 02.04.1927
Operating System: AN
Intended Use: LOGS
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Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 26.08.1996
Last Triple Valve: 02.01.1991
Last Brake Cylinder: 10.02.1992
Last Single Car Test: 31.05.1994
Last Lift: 25.11.1981

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Repair ‘VEHICLE COMPLETE’.
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘LASHING POINT’.
13.09.1989 Repair ‘SIDE BEARER’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
14.05.1990 Repair ‘COUPLER COMPLETE’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘BRANCH PIPE’.
02.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.01.1991 Repair ‘COUPLER COMPLETE’.
02.01.1991 Repair ‘END FRAME MEMBER’.
02.01.1991 Repair ‘WEAR PLATES & SADDLES’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘LASHING POINT’.
10.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘LASHING POINT’.
30.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1994 Repair ‘BOGIE COMPLETE’.
30.05.1994 Repair ‘BRAKE BLOCK RB95’.
30.05.1994 Repair ‘LASHING POINT’.
30.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1996 Repair ‘LASHING POINT’.

FD 235

Details: wagon ‘FD 235 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 12.11.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 10.05.1996
Last Triple Valve: 04.11.1992
Last Single Car Test: 13.03.1996
Last Lift: 11.08.1987
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20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘LASHING POINT’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘BRAKE PIN’.
12.07.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘LASHING POINT’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
21.09.1994 Repair ‘LASHING POINT’.
19.02.1996 Repair ‘WHEEL SET’.
12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1996 Repair ‘BRAKE SPREADER & HANGERS’.

FD 236

Details: wagon ‘FD 236 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 19.11.1927
Operating System: AN
Intended Use: LOGS
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Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 15.10.1996
Last Single Car Test: 07.07.1994
Last Lift: 11.08.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘AXLEBOX’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1991 Repair ‘BRAKE PIN’.
09.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE COMPLETE’.
29.01.1991 Repair ‘BRAKE PULL ROD’.
29.01.1991 Repair ‘COUPLER COMPLETE’.
29.01.1991 Repair ‘TRAIN PIPE (END)’.
29.01.1991 Repair ‘TRAIN PIPE’.
29.01.1991 Repair ‘WHEEL SET’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘BRAKE BLOCK RB95’.
07.07.1994 Repair ‘COUPLER COMPLETE’.
07.07.1994 Repair ‘WHEEL SET’.
29.06.1995 Repair ‘BRAKE LEVER’.
15.10.1996 Repair ‘BOGIE COMPLETE’.
15.10.1996 Repair ‘BOGIE COMPLETE’.
15.10.1996 Repair ‘COUPLER COMPLETE’.
15.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1996 Repair ‘LASHING POINT’.

FD 237

Details: wagon ‘FD 237 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 17.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 10.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 05.12.1996
Last Single Car Test: 02.08.1993
Last Lift: 18.08.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘BRAKE PULL ROD’.
22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘COUPLER COMPLETE’.
23.01.1992 Repair ‘LASHING POINT’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Repair ‘SIDE BEARER’.
29.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘LASHING POINT’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘LASHING POINT’.
02.08.1993 Repair ‘STANCHION’.
15.05.1995 Repair ‘WHEEL SET’.
12.08.1996 Repair ‘END BRAKE COCK’.
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05.12.1996 Repair ‘LASHING POINT’.

FD 238

Details: wagon ‘FD 238 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 30.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Last Triple Valve: 16.09.1988
Last Single Car Test: 12.07.1990
Last Lift: 25.08.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘COUPLER COMPLETE’.
09.08.1989 Repair ‘END HOSE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘BRAKE PIN’.
10.01.1990 Repair ‘COUPLER COMPLETE’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Repair ‘BRAKE LEVER’.

5916



2.278. Wagon classification starting with ‘FD’

12.07.1990 Repair ‘COUPLER COMPLETE’.
12.07.1990 Repair ‘END FRAME MEMBER’.
12.07.1990 Repair ‘SIDE BEARER’.

FD 239

Details: wagon ‘FD 239 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 16.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 06.08.1992
Last Single Car Test: 06.08.1992
Last Lift: 01.09.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘BRAKE LEVER’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘WEAR PLATES & SADDLES’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
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26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘WEAR PLATES & SADDLES’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘BRAKE BLOCK RB95’.
08.10.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘LASHING POINT’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘LASHING POINT’.
06.08.1992 Repair ‘LASHING POINT’.

FD 240

Details: wagon ‘FD 240 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 14.05.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 05.07.1996
Last Single Car Test: 08.07.1996
Last Lift: 31.08.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.
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08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1989 Repair ‘FLOOR COMPLETE’.
08.11.1989 Repair ‘TOP CENTRE PLATE’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘BRANCH PIPE’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘GRADE CONTROL VALVE’.
28.03.1991 Repair ‘LASHING POINT’.
28.03.1991 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.03.1993 Repair ‘LASHING POINT’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1993 Repair ‘BRANCH PIPE’.
12.11.1993 Repair ‘LASHING POINT’.
12.11.1993 Repair ‘LASHING POINT’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1994 Repair ‘BOGIE COMPLETE’.
09.03.1994 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘BRAKE PULL ROD’.
09.03.1994 Repair ‘COUPLER COMPLETE’.
09.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1994 Repair ‘LASHING POINT’.
09.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1996 Repair ‘BOGIE COMPLETE’.
05.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FD 241

Details: wagon ‘FD 241 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 01.01.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 30.01.1995
Last Brake Cylinder: 17.07.1992
Last Single Car Test: 31.01.1995
Last Lift: 09.09.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

20.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘COUPLER COMPLETE’.
14.11.1989 Repair ‘END BRAKE COCK’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRANCH PIPE’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
16.05.1990 Repair ‘END HOSE’.
16.05.1990 Repair ‘SIDE BEARER’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘LASHING POINT’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘WEAR PLATES & SADDLES’.
01.10.1991 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
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17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘BRAKE PULL ROD’.
17.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.07.1992 Repair ‘LASHING POINT’.
17.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1992 Repair ‘TRAIN PIPE’.
17.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘BOGIE SPRING’.
30.09.1992 Repair ‘BRAKE BLOCK RB95’.
30.09.1992 Repair ‘BRAKE PULL ROD’.
30.09.1992 Repair ‘COUPLER COMPLETE’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BOGIE SPRING’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Repair ‘LASHING POINT’.
15.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1994 Repair ‘BOGIE COMPLETE’.
10.11.1994 Repair ‘BRAKE BLOCK RB95’.
10.11.1994 Repair ‘CARD OR CLIP HOLDER’.
10.11.1994 Repair ‘COUPLER COMPLETE’.
10.11.1994 Repair ‘END BRAKE COCK’.
10.11.1994 Repair ‘LASHING POINT’.
10.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1994 Repair ‘WHEEL SET’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BOGIE COMPLETE’.
30.01.1995 Repair ‘BRAKE BLOCK RB95’.
30.01.1995 Repair ‘COUPLER COMPLETE’.
30.01.1995 Repair ‘COUPLER KNUCKLE’.

FD 242

Details: wagon ‘FD 242 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: T W118B
Date Built: 17.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 17.06.1993
Last Triple Valve: 16.12.1988
Last Single Car Test: 17.06.1993
Last Lift: 09.09.1987

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘CARD OR CLIP HOLDER’.
24.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1989 Repair ‘LASHING POINT’.
24.08.1989 Repair ‘SIDE BEARER’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRAKE PIN’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
06.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘LASHING POINT’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘LASHING POINT’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
13.01.1993 Repair ‘LASHING POINT’.
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17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Repair ‘BRAKE BLOCK RB95’.
17.06.1993 Repair ‘COUPLER COMPLETE’.
17.06.1993 Repair ‘LASHING POINT’.
17.06.1993 Repair ‘STANCHION’.

FD 243

Details: wagon ‘FD 243 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 18.06.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 23.05.1994
Last Single Car Test: 23.05.1994

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

16.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘TRAIN PIPE (END)’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘WHEEL SET’.
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
18.06.1993 Repair ‘COUPLER COMPLETE’.
18.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘BRAKE BLOCK RB95’.
07.07.1993 Repair ‘COUPLER COMPLETE’.
07.07.1993 Repair ‘LASHING POINT’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BOGIE SPRING’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘END BRAKE COCK’.

FD 244

Details: wagon ‘FD 244 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 02.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
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BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 22.06.1995
Last Single Car Test: 16.06.1993
Last Lift: 01.10.1982

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘WEAR PLATES & SADDLES’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘LASHING POINT’.
18.11.1991 Repair ‘STANCHION’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1993 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘STANCHION’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
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16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘BRAKE PIN’.
16.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘END BRAKE COCK’.
16.06.1993 Repair ‘LASHING POINT’.
19.06.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1995 Repair ‘END HOSE’.

FD 245

Details: wagon ‘FD 245 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 07.05.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFBA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 19.01.1993
Last Single Car Test: 19.01.1993
Last Lift: 07.09.1981

20.10.1986 Alteration complete ‘CONVERSION OF 45 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA NUMBERS TO BE
SELECTED. (RS4152)’.

14.08.1989 Repair ‘TRAIN PIPE (END)’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1990 Repair ‘BOGIE COMPLETE’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
26.02.1990 Repair ‘COUPLER COMPLETE’.
26.02.1990 Repair ‘TRAIN PIPE’.
26.02.1990 Repair ‘WHEEL SET’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE PIN’.
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘BRAKE BLOCK OTHER’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘WHEEL SET’.

FD 246

Details: wagon ‘FD 246 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 24.09.1927
Operating System: AN
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Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 21.06.1993
Due Triple Valve: 07.02.1989
Last Single Car Test: 22.06.1993
Last Lift: 11.05.1984

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘COUPLER COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘END BRAKE COCK’.
28.09.1989 Repair ‘LASHING POINT’.
28.09.1989 Repair ‘TRAIN PIPE (END)’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘FLOOR BOARDS’.
05.06.1990 Repair ‘FLOOR SHEETING’.
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1990 Repair ‘BOGIE COMPLETE’.
16.07.1990 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Repair ‘COUPLER COMPLETE’.
16.07.1990 Repair ‘LASHING POINT’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘FLOOR SHEETING’.
01.10.1991 Repair ‘LASHING POINT’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘BRAKE PIN’.
01.05.1992 Repair ‘COUPLER COMPLETE’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘WHEEL SET’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
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21.06.1993 Repair ‘COUPLER COMPLETE’.

FD 247

Details: wagon ‘FD 247 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 07.05.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 13.08.1996
Last Single Car Test: 01.06.1993
Last Lift: 05.04.1984

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘FLOOR COMPLETE’.
01.02.1990 Repair ‘SIDE BEARER’.
01.02.1990 Repair ‘VEHICLE RETARE’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BRAKE PULL ROD’.
04.02.1992 Repair ‘WEAR PLATES & SADDLES’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
13.08.1996 Repair ‘BOGIE COMPLETE’.
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FD 248

Details: wagon ‘FD 248 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 01.10.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 13.11.1996
Last Triple Valve: 25.10.1988
Last Single Car Test: 03.06.1994
Last Lift: 22.09.1983

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

22.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘LASHING POINT’.
22.10.1990 Repair ‘TRAIN PIPE (END)’.
22.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE BLOCK RB95’.
22.05.1992 Repair ‘BRANCH PIPE’.
22.05.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
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06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘BRAKE PIN’.
06.10.1992 Repair ‘CENTRE SILL’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘WHEEL SET’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘BOGIE COMPLETE’.
01.06.1994 Repair ‘COUPLER COMPLETE’.
01.06.1994 Repair ‘LASHING POINT’.
13.11.1996 Repair ‘LASHING POINT’.

FD 249

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FD 250

Details: wagon ‘FD 250 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 09.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 28.07.1994
Last Single Car Test: 28.07.1994
Last Lift: 19.05.1982

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘LASHING POINT’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘COUPLER COMPLETE’.
18.08.1992 Repair ‘END BRAKE COCK’.
18.08.1992 Repair ‘LASHING POINT’.
18.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘END BRAKE COCK’.
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘BOGIE COMPLETE’.
28.07.1994 Repair ‘BRAKE BLOCK RB95’.
28.07.1994 Repair ‘COUPLER COMPLETE’.

FD 251

Details: wagon ‘FD 251 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 13.08.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFBA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 22.11.1996
Due Triple Valve: 01.12.1987
Last Single Car Test: 24.05.1994
Last Lift: 22.10.1980

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘COUPLER COMPLETE’.
02.01.1991 Repair ‘TOP CENTRE PLATE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘BOGIE SPRING’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘LASHING POINT’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘BRAKE BLOCK RB95’.
16.11.1992 Repair ‘COUPLER COMPLETE’.
16.11.1992 Repair ‘LASHING POINT’.
16.11.1992 Repair ‘YOKE PIN’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE COMPLETE’.
25.05.1993 Repair ‘BRAKE BLOCK RB95’.
25.05.1993 Repair ‘COUPLER COMPLETE’.
25.05.1993 Repair ‘LASHING POINT’.
25.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘BRAKE BLOCK RB95’.
24.05.1994 Repair ‘BRAKE PIN’.
24.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
24.05.1994 Repair ‘WHEEL SET’.
22.11.1996 Repair ‘LASHING POINT’.
22.11.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 252

Details: wagon ‘FD 252 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 10.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 17.03.1992
Last Brake Cylinder: 29.11.1990
Last Single Car Test: 17.03.1992
Last Lift: 28.11.1985

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

01.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
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29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BRAKE BLOCK RB95’.
29.11.1990 Repair ‘BRAKE PULL ROD’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE COMPLETE’.
17.07.1991 Repair ‘COUPLER COMPLETE’.
17.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1991 Repair ‘TOP CENTRE PLATE’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘BRANCH PIPE’.
17.03.1992 Repair ‘COUPLER COMPLETE’.
17.03.1992 Repair ‘TRAIN PIPE (END)’.
17.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 253

Details: wagon ‘FD 253 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 08.10.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 07.08.1996
Last Single Car Test: 07.09.1992
Last Lift: 18.03.1983
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20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

24.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1990 Repair ‘BOGIE COMPLETE’.
17.09.1990 Repair ‘COUPLER COMPLETE’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.09.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘STANCHION’.
17.09.1990 Repair ‘TRAIN PIPE (END)’.
17.09.1990 Repair ‘TRAIN PIPE’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘COUPLER KNUCKLE’.
03.01.1991 Repair ‘WEAR PLATES & SADDLES’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘BRANCH PIPE’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘WEAR PLATES & SADDLES’.
25.02.1991 Repair ‘WHEEL SET’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘BRANCH PIPE’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘LASHING POINT’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘BRAKE PIN’.
29.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘LASHING POINT’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BRAKE PIN’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘LASHING POINT’.
24.08.1993 Repair ‘TRAIN PIPE (END)’.
07.08.1996 Repair ‘TRAIN PIPE (END)’.
07.08.1996 Repair ‘TRAIN PIPE’.
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FD 254

Details: wagon ‘FD 254 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 30.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 21.08.1996
Last Single Car Test: 07.12.1992
Last Lift: 12.05.1983

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘TRAIN PIPE (END)’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘END SILL’.
03.08.1990 Repair ‘LASHING POINT’.
03.08.1990 Repair ‘SIDE BEARER’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1990 Repair ‘LASHING POINT’.
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05.12.1990 Repair ‘TRAIN PIPE (END)’.
05.12.1990 Repair ‘TRAIN PIPE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘BRAKE PULL ROD’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘LASHING POINT’.
31.07.1992 Repair ‘LASHING POINT’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
27.06.1995 Repair ‘LASHING POINT’.
21.08.1996 Repair ‘BRAKE PULL ROD’.

FD 255

Details: wagon ‘FD 255 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 17.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: WT NB
Return to Service Date: 12.11.1996
Last Brake Cylinder: 15.01.1990
Last Single Car Test: 21.04.1995
Last Lift: 27.11.1980

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘LASHING POINT’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘BRANCH PIPE’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘COUPLER COMPLETE’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘COUPLER COMPLETE’.
27.07.1990 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘HANDBRAKE HANDLE’.
14.01.1992 Repair ‘LASHING POINT’.
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14.01.1992 Repair ‘STANCHION’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE BLOCK RB95’.
03.08.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘LASHING POINT’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘LASHING POINT’.
05.05.1994 Repair ‘LASHING POINT’.
21.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1995 Repair ‘LASHING POINT’.
12.11.1996 Repair ‘LASHING POINT’.

FD 256

Details: wagon ‘FD 256 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 01.10.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: NB
Return to Service Date: 23.06.1995
Due Triple Valve: 20.06.1991
Last Triple Valve: 26.06.1995
Last Single Car Test: 16.12.1993
Last Lift: 18.11.1983

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.01.1990 Repair ‘COUPLER COMPLETE’.
17.01.1990 Repair ‘LASHING POINT’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘COUPLER COMPLETE’.
03.04.1990 Repair ‘SIDE BEARER’.
03.04.1990 Repair ‘VEHICLE STENCILS’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.06.1990 Repair ‘COUPLER COMPLETE’.
20.06.1990 Repair ‘LASHING POINT’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘LASHING POINT’.
14.08.1990 Repair ‘TRAIN PIPE (END)’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘END BRAKE COCK’.
24.06.1991 Repair ‘LASHING POINT’.
24.06.1991 Repair ‘WEAR PLATES & SADDLES’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘BRANCH PIPE’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1991 Repair ‘LASHING POINT’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘LASHING POINT’.
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22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BOGIE COMPLETE’.
06.05.1993 Repair ‘COUPLER COMPLETE’.
06.05.1993 Repair ‘TRAIN PIPE’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘LASHING POINT’.
23.06.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

FD 257

Details: wagon ‘FD 257 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2550
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 10.09.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: WT NB
Return to Service Date: 23.10.1996
Last Single Car Test: 20.10.1994
Last Lift: 21.05.1985
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20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

17.01.1990 Repair ‘VEHICLE RETARE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘LASHING POINT’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘LASHING POINT’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘BRAKE BLOCK RB95’.
30.07.1992 Repair ‘COUPLER COMPLETE’.
30.07.1992 Repair ‘COUPLER COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1992 Repair ‘LASHING POINT’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1992 Repair ‘WEAR PLATES & SADDLES’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
19.09.1994 Repair ‘VEHICLE STENCILS’.
19.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1994 Repair ‘BOGIE BEARERS’.
19.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1994 Repair ‘BOGIE COMPLETE’.
19.10.1994 Repair ‘BOGIE SPRING’.
19.10.1994 Repair ‘BRAKE BLOCK RB95’.
19.10.1994 Repair ‘COUPLER COMPLETE’.
19.10.1994 Repair ‘LASHING POINT’.
19.10.1994 Repair ‘WHEEL SET’.
30.06.1995 Repair ‘LASHING POINT’.
23.10.1996 Repair ‘BRAKE BLOCK RB95’.
23.10.1996 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1996 Repair ‘END BRAKE COCK’.
23.10.1996 Repair ‘LASHING POINT’.
23.10.1996 Repair ‘STANCHION’.
23.10.1996 Repair ‘STRIKING CASTING’.

FD 258

Details: wagon ‘FD 258 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 11.06.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WT NB
Return to Service Date: 13.03.1996
Last Triple Valve: 05.07.1989
Last Single Car Test: 14.03.1996
Last Lift: 01.01.1984

08.03.1988 Alteration complete ‘RECLASSIFY AFFA TO FD CLASS WAGONS. (2093)’.
New class: ‘FD’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘BRAKE LEVER’.
05.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1989 Repair ‘COUPLER COMPLETE’.
05.07.1989 Repair ‘LASHING POINT’.
05.07.1989 Repair ‘STANCHION’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘COUPLER COMPLETE’.
26.07.1989 Repair ‘LASHING POINT’.
26.07.1989 Repair ‘STANCHION’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘LASHING POINT’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
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25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘LASHING POINT’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘BRAKE PIN’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
10.07.1991 Repair ‘LASHING POINT’.
10.07.1991 Repair ‘WEAR PLATES & SADDLES’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘LASHING POINT’.
16.02.1994 Repair ‘LASHING POINT’.
16.02.1994 Repair ‘LASHING POINT’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1994 Repair ‘BOGIE COMPLETE’.
08.12.1994 Repair ‘BRAKE BLOCK RB95’.
08.12.1994 Repair ‘COUPLER COMPLETE’.
08.12.1994 Repair ‘LASHING POINT’.
08.12.1994 Repair ‘SIDE BEARER’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FD 259

Details: wagon ‘FD 259 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 07.05.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFBA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: AE WT NB
Return to Service Date: 27.06.1994
Last Single Car Test: 27.06.1994
Last Lift: 31.05.1984

08.03.1988 Alteration complete ‘RECLASSIFY AFFA TO FD CLASS WAGONS. (2093)’.
New class: ‘FD’.

14.08.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘BRAKE LEVER’.
16.05.1990 Repair ‘BRAKE PIN’.
16.05.1990 Repair ‘BRAKE PULL ROD’.
16.05.1990 Repair ‘TOP CENTRE PLATE’.
16.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BEARERS’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘LASHING POINT’.
12.03.1993 Repair ‘YOKE COMPLETE’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘BRAKE BLOCK RB95’.
27.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘COUPLER KNUCKLE’.
27.06.1994 Repair ‘LASHING POINT’.
27.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FD 260

Details: wagon ‘FD 260 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 09.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WT NB
Return to Service Date: 22.06.1995
Last Triple Valve: 28.01.1992
Last Single Car Test: 14.02.1994
Last Lift: 27.09.1983

08.03.1988 Alteration complete ‘RECLASSIFY AFFA TO FD CLASS WAGONS. (2093)’.
New class: ‘FD’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1989 Repair ‘STANCHION’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Repair ‘BRAKE CONTROL PIPE’.
06.04.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘LASHING POINT’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1990 Repair ‘LASHING POINT’.
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27.11.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘STRIKING CASTING’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1991 Repair ‘BRAKE BLOCK RB95’.
04.10.1991 Repair ‘BRAKE PIN’.
04.10.1991 Repair ‘BRAKE PIN’.
04.10.1991 Repair ‘BRAKE PULL ROD’.
04.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘LASHING POINT’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘BRAKE BLOCK RB95’.
16.11.1992 Repair ‘COUPLER COMPLETE’.
16.11.1992 Repair ‘HANDBRAKE HANDLE’.
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BOGIE COMPLETE’.
11.02.1994 Repair ‘BRAKE PIN’.
11.02.1994 Repair ‘COUPLER COMPLETE’.
11.02.1994 Repair ‘LASHING POINT’.
22.06.1995 Repair ‘LASHING POINT’.

FD 261

Details: wagon ‘FD 261 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118A
Date Built: 17.09.1927
Operating System: AN
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Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WT NB
Return to Service Date: 14.06.1996
Last Brake Cylinder: 11.01.1991
Last Single Car Test: 22.02.1994
Last Lift: 25.08.1981

08.03.1988 Alteration complete ‘RECLASSIFY AFFA TO FD CLASS WAGONS. (2093)’.
New class: ‘FD’.

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE ADAPTER’.
05.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘COUPLER COMPLETE’.
24.07.1990 Repair ‘LASHING POINT’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘END BRAKE COCK’.
11.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1991 Repair ‘TRAIN PIPE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘BRAKE PIN’.
17.09.1991 Repair ‘BRAKE PIN’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BOGIE COMPLETE’.
16.06.1992 Repair ‘BRAKE BLOCK RB101’.
16.06.1992 Repair ‘COUPLER COMPLETE’.
16.06.1992 Repair ‘LASHING POINT’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘LASHING POINT’.
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08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘LASHING POINT’.
08.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1994 Repair ‘BOGIE COMPLETE’.
21.02.1994 Repair ‘BRAKE BLOCK RB95’.
21.02.1994 Repair ‘COUPLER COMPLETE’.
21.02.1994 Repair ‘LASHING POINT’.
21.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1996 Repair ‘BOGIE COMPLETE’.

FD 262

Details: wagon ‘FD 262 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 02.04.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: NB
Return to Service Date: 21.05.1996
Last Triple Valve: 16.05.1991
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 01.02.1994
Last Lift: 29.06.1984

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

25.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.01.1990 Repair ‘BRAKE BLOCK RB95’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘SIDE BEARER’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘COUPLER COMPLETE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘LASHING POINT’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1992 Repair ‘LASHING POINT’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘COUPLER COMPLETE’.
25.09.1992 Repair ‘LASHING POINT’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘LASHING POINT’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘BRAKE PIN’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1993 Repair ‘YOKE CARRIER’.
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20.04.1993 Repair ‘YOKE PIN’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘LASHING POINT’.
02.06.1993 Repair ‘LASHING POINT’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘BRAKE BLOCK RB95’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘END BRAKE COCK’.
01.02.1994 Repair ‘LASHING POINT’.
21.05.1996 Repair ‘WHEEL SET’.

FD 263

Details: wagon ‘FD 263 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2600
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118B
Date Built: 27.08.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AFFA;WITH 4 BOLSTERS;CTRE CHAIN ANCH.
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: WT NB
Return to Service Date: 24.07.1996
Last Triple Valve: 25.07.1996
Last Single Car Test: 11.08.1994
Last Lift: 17.02.1982

20.10.1986 Alteration complete ‘CONVERSION OF 18 CLASS ‘AFFA’ FLAT WAGONS
TO CLASS ‘FD’ LOG WAGONS (1067 GA) - TASRAIL. AFFA TO BE SELECTED.
(RS4155)’.

03.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
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07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘STANCHION’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.07.1990 Repair ‘COUPLER COMPLETE’.
02.07.1990 Repair ‘STANCHION’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘LASHING POINT’.
04.06.1991 Repair ‘STANCHION’.
04.06.1991 Repair ‘WHEEL SET’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB95’.
19.10.1992 Repair ‘BRANCH PIPE’.
19.10.1992 Repair ‘LASHING POINT’.
09.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1994 Repair ‘BOGIE COMPLETE’.
09.08.1994 Repair ‘BRAKE BLOCK RB95’.
09.08.1994 Repair ‘COUPLER COMPLETE’.
09.08.1994 Repair ‘HANDBRAKE HANDLE’.
09.08.1994 Repair ‘LASHING POINT’.
09.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1996 Repair ‘BOGIE COMPLETE’.
24.07.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

2.279 Wagon classification starting with ‘FDB’

FDB 1

05.04.1989 Reclassified from wagon ‘FDB 1 G’ to ’ wagon ‘AZVA 1 R’.

FDB 2

04.04.1989 Reclassified from wagon ‘FDB 2 P’ to ’ wagon ‘AZVA 2 D’.

2.280 Wagon classification starting with ‘FE’

FE 1

Details: wagon ‘FE 1 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 12.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.08.1992
Last Brake Cylinder: 26.08.1992
Last Single Car Test: 26.08.1992

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘LASHING POINT’.
14.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1989 Repair ‘VEHICLE STENCILS’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘BRANCH PIPE’.
21.11.1989 Repair ‘COUPLER COMPLETE’.
21.11.1989 Repair ‘STANCHION’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
24.10.1990 Repair ‘COUPLER COMPLETE’.
24.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.10.1990 Repair ‘STANCHION’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘BOGIE SPRING’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
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16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘BRAKE BLOCK RB95’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
16.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1992 Repair ‘HANDBRAKE HANDLE’.
16.07.1992 Repair ‘STANCHION’.
16.07.1992 Repair ‘WHEEL SET’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 2

23.10.1995 Reclassified from wagon ‘FE 2 L’ to ’ wagon ‘QN 37 R’.

FE 3

Details: wagon ‘FE 3 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 05.07.1993
Last Single Car Test: 05.07.1993

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘LASHING POINT’.
11.07.1989 Repair ‘SIDE BEARER’.
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE COMPLETE’.
15.12.1989 Repair ‘BRAKE PULL ROD’.
15.12.1989 Repair ‘BRANCH PIPE’.
15.12.1989 Repair ‘COUPLER COMPLETE’.
15.12.1989 Repair ‘HANDBRAKE HANDLE’.
15.12.1989 Repair ‘TRAIN PIPE’.
15.12.1989 Repair ‘VEHICLE STENCILS’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘BRANCH PIPE’.
03.07.1990 Repair ‘COUPLER COMPLETE’.
03.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘BRAKE CONTROL PIPE’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘TRAIN PIPE (END)’.
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE COMPLETE’.
05.07.1993 Repair ‘BRAKE BLOCK RB95’.
05.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.07.1993 Repair ‘COUPLER COMPLETE’.
05.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 4

14.08.1995 Reclassified from wagon ‘FE 4 G’ to ’ wagon ‘QN 24 F’.

FE 5

05.10.1995 Reclassified from wagon ‘FE 5 P’ to ’ wagon ‘QN 34 N’.
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FE 6

Details: wagon ‘FE 6 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 31.01.1995
Last Single Car Test: 08.02.1995
Last Lift: 23.02.1982

20.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘COUPLER COMPLETE’.
01.06.1990 Repair ‘STANCHION’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE CONTROL PIPE’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘LASHING POINT’.
23.07.1990 Repair ‘SIDE MEMBER’.
23.07.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘END BRAKE COCK’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘BRANCH PIPE’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRANCH PIPE’.
01.07.1991 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘STANCHION’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘LASHING POINT’.
16.09.1991 Repair ‘STANCHION’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRANCH PIPE’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘BRAKE BLOCK RB95’.
25.03.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BOGIE CONVERTED BROAD TO STANDARD’.
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘VEHICLE STENCILS’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘BRAKE BLOCK RB95’.
30.06.1994 Repair ‘BRAKE PULL ROD’.
30.06.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

31.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1995 Repair ‘BRAKE LEVER’.
31.01.1995 Repair ‘COUPLER COMPLETE’.
31.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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FE 7

09.11.1995 Reclassified from wagon ‘FE 7 K’ to ’ wagon ‘QN 39 M’.

FE 8

18.08.1995 Reclassified from wagon ‘FE 8 T’ to ’ wagon ‘QN 27 J’.

FE 9

Details: wagon ‘FE 9 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 20.06.1994
Last Triple Valve: 22.01.1990
Last Brake Cylinder: 19.07.1989
Last Single Car Test: 20.06.1994

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRANCH PIPE’.
19.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1989 Repair ‘LASHING POINT’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘SIDE MEMBER’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘BRANCH PIPE’.
22.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘COUPLER COMPLETE’.
17.07.1990 Repair ‘LASHING POINT’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘STANCHION’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE BLOCK RB95’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘END BRAKE COCK’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘STANCHION’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘BRAKE PIN’.
03.08.1993 Repair ‘BRAKE PULL ROD’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Repair ‘VEHICLE STENCILS’.
03.08.1993 Repair ‘WHEEL SET’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘BRAKE BLOCK RB95’.
14.05.1994 Repair ‘BRAKE PULL ROD’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
14.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1994 Repair ‘WHEEL SET’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.06.1994 Repair ‘BRAKE PULL ROD’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
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LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 10

28.04.1995 Reclassified from wagon ‘FE 10 B’ to ’ wagon ‘QN 7 Q’.

FE 11

26.05.1995 Reclassified from wagon ‘FE 11 K’ to ’ wagon ‘QN 13 L’.

FE 12

01.04.1996 Reclassified from wagon ‘FE 12 T’ to ’ wagon ‘QN 53 U’.

FE 13

18.09.1995 Reclassified from wagon ‘FE 13 F’ to ’ wagon ‘QN 30 A’.

FE 14

Details: wagon ‘FE 14 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 27.06.1996
Last Brake Cylinder: 20.12.1988
Last Single Car Test: 27.06.1996

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
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20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘BRAKE PIN’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘LASHING POINT’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘END BRAKE COCK’.
02.10.1990 Repair ‘STANCHION’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘BRAKE PULL ROD’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
17.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1991 Repair ‘SIDE BEARER’.
17.06.1991 Repair ‘TRAIN PIPE (END)’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘STANCHION’.
03.08.1993 Repair ‘STANCHION’.
03.08.1993 Repair ‘WHEEL SET’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘BRAKE PIN’.
21.09.1993 Repair ‘BRAKE PULL ROD’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘BRAKE PIN’.
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06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

18.08.1995 Repair ‘BRAKE PULL ROD’.
26.02.1996 Repair ‘BRAKE PULL ROD’.
18.04.1996 Repair ‘BOGIE COMPLETE’.
27.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FE 15

15.04.1996 Reclassified from wagon ‘FE 15 A’ to ’ wagon ‘QN 55 P’.

FE 16

30.05.1996 Reclassified from wagon ‘FE 16 J’ to ’ wagon ‘QN 61 K’.

FE 17

Details: wagon ‘FE 17 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 02.10.1995
Last Triple Valve: 26.09.1989
Last Brake Cylinder: 03.10.1995
Last Single Car Test: 30.04.1993
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21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘BRAKE PULL ROD’.
21.07.1989 Repair ‘COUPLER COMPLETE’.
21.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1989 Repair ‘LASHING POINT’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BRANCH PIPE’.
25.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘BRANCH PIPE’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
07.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.11.1989 Repair ‘END HOSE’.
07.11.1989 Repair ‘STANCHION’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE COMPLETE’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘COUPLER COMPLETE’.
12.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
24.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘BRANCH PIPE’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Repair ‘TRAIN PIPE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.06.1991 Repair ‘BRANCH PIPE’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘LASHING POINT’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘SIDE SHEET’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
10.12.1991 Repair ‘LASHING POINT’.
10.12.1991 Repair ‘TRAIN PIPE (END)’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘TRAIN PIPE’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘TRAIN PIPE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE PIN’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

02.10.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

FE 18

Details: wagon ‘FE 18 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 16.07.1996
Last Triple Valve: 11.04.1989
Last Single Car Test: 29.04.1994
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12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1989 Repair ‘SIDE BEARER’.
12.09.1989 Repair ‘STANCHION’.
12.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘LASHING POINT’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘COUPLER COMPLETE’.
26.10.1990 Repair ‘STANCHION’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘BRANCH PIPE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘COUPLER COMPLETE’.
13.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
28.04.1994 Repair ‘BRAKE BLOCK RB95’.
28.04.1994 Repair ‘COUPLER COMPLETE’.
28.04.1994 Repair ‘COUPLER KNUCKLE’.
28.04.1994 Repair ‘LASHING POINT’.
28.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

06.12.1995 Repair ‘LASHING POINT’.
16.07.1996 Repair ‘WHEEL SET’.

FE 19

Details: wagon ‘FE 19 N’ in AN ‘Tasmania Division’.

5966



2.280. Wagon classification starting with ‘FE’

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Triple Valve: 02.01.1990
Last Single Car Test: 11.12.1992

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.08.1989 Repair ‘BRANCH PIPE’.
15.08.1989 Repair ‘BRANCH PIPE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Repair ‘LASHING POINT’.
15.08.1989 Repair ‘LASHING POINT’.
15.08.1989 Repair ‘SIDE MEMBER’.
15.08.1989 Repair ‘SIDE MEMBER’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE COMPLETE’.
09.10.1989 Repair ‘COUPLER COMPLETE’.
09.10.1989 Repair ‘COUPLER KNUCKLE’.
09.10.1989 Repair ‘STANCHION’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘BRANCH PIPE’.
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28.11.1989 Repair ‘BRANCH PIPE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.01.1990 Repair ‘COUPLER COMPLETE’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Repair ‘SIDE SILL’.
02.01.1990 Repair ‘STANCHION’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.03.1990 Repair ‘TRAIN PIPE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘BRANCH PIPE’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘LASHING POINT’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRAKE BLOCK RB95’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1990 Repair ‘TRAIN PIPE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘BRAKE PIN’.
15.03.1991 Repair ‘BRANCH PIPE’.
15.03.1991 Repair ‘COUPLER COMPLETE’.
15.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘STANCHION’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
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10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BOGIE COMPLETE’.
11.12.1992 Repair ‘COUPLER COMPLETE’.
11.12.1992 Repair ‘END BRAKE COCK’.
11.12.1992 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘STANCHION’.

FE 20

Details: wagon ‘FE 20 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 28.04.1997
Last Brake Cylinder: 07.06.1990
Last Single Car Test: 05.10.1992

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘LASHING POINT’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘LASHING POINT’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘COUPLER COMPLETE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
05.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1992 Repair ‘BOGIE COMPLETE’.
05.10.1992 Repair ‘BRAKE BLOCK RB95’.
05.10.1992 Repair ‘COUPLER COMPLETE’.
05.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

24.03.1997 Repair ‘WHEEL SET’.
28.04.1997 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 21

Details: wagon ‘FE 21 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 06.04.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 05.09.1995
Last Triple Valve: 18.02.1991
Last Single Car Test: 27.09.1994
Last Lift: 12.10.1983

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘SIDE MEMBER’.
20.03.1990 Repair ‘SIDE MEMBER’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘COUPLER COMPLETE’.
03.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1990 Repair ‘LASHING POINT’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1991 Repair ‘BRANCH PIPE’.
05.07.1991 Repair ‘COUPLER COMPLETE’.
05.07.1991 Repair ‘WHEEL SET’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘LASHING POINT’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘COUPLER COMPLETE’.
04.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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04.06.1992 Repair ‘LASHING POINT’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘END BRAKE COCK’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘BRAKE PIN’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1994 Repair ‘BOGIE COMPLETE’.
26.09.1994 Repair ‘BRAKE BLOCK RB95’.
26.09.1994 Repair ‘COUPLER COMPLETE’.
26.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.08.1995 Repair ‘BRAKE PULL ROD’.
05.09.1995 Repair ‘END BRAKE COCK’.

FE 22

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘LASHING POINT’.
11.07.1989 Repair ‘STANCHION’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
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22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1991 Repair ‘LASHING POINT’.
22.03.1991 Repair ‘SIDE SHEET’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FE 23

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘LASHING POINT’.
07.08.1989 Repair ‘STANCHION’.
07.08.1989 Repair ‘VEHICLE STENCILS’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1989 Repair ‘STANCHION’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘STANCHION’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRANCH PIPE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘LASHING POINT’.
25.06.1991 Repair ‘STANCHION’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1993 Repair ‘LASHING POINT’.
04.08.1993 Repair ‘WHEEL SET’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘BRAKE BLOCK RB95’.
02.02.1994 Repair ‘BRANCH PIPE’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE
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CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1995 Repair ‘BRAKE BLOCK RB95’.
18.01.1995 Repair ‘BRAKE LEVER’.
18.01.1995 Repair ‘BRAKE PULL ROD’.
18.01.1995 Repair ‘BRAKE SPREADER & HANGERS’.
18.01.1995 Repair ‘LASHING POINT’.
18.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Repair ‘VEHICLE RENUMBERED’.
19.12.1995 Repair ‘VEHICLE RETARE’.
21.12.1995 Reclassified from wagon ‘FE 23 N’ to ’ wagon ‘QN 46 Q’.

FE 24

27.06.1996 Reclassified from wagon ‘FE 24 W’ to ’ wagon ‘QN 65 A’.

FE 25

24.10.1994 Reclassified from wagon ‘FE 25 X’ to ’ wagon ‘QN 1 X’.

FE 26

Details: wagon ‘FE 26 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 19.03.1996
Last Brake Cylinder: 01.11.1988
Last Single Car Test: 21.03.1996

22.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
08.11.1989 Repair ‘SIDE MEMBER’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘BRAKE BLOCK RB95’.
04.10.1991 Repair ‘BRANCH PIPE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘LASHING POINT’.
04.10.1991 Repair ‘VEHICLE STENCILS’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘BRAKE LEVER’.
05.02.1993 Repair ‘LASHING POINT’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

19.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FE 27

Details: wagon ‘FE 27 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 12.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Brake Cylinder: 06.05.1994
Last Single Car Test: 06.05.1994

07.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Repair ‘BRAKE LEVER’.
22.09.1989 Repair ‘BRANCH PIPE’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘HANDBRAKE HANDLE’.
22.09.1989 Repair ‘LASHING POINT’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘BRANCH PIPE’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘STANCHION’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRANCH PIPE’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘STANCHION’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘END FRAME MEMBER’.
31.07.1993 Repair ‘TRAIN PIPE’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
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06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Repair ‘COUPLER KNUCKLE’.
06.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 28

09.11.1995 Reclassified from wagon ‘FE 28 M’ to ’ wagon ‘QN 38 D’.

FE 29

Details: wagon ‘FE 29 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 10.11.1995
Last Brake Cylinder: 23.03.1989
Last Single Car Test: 09.05.1994

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1990 Repair ‘LASHING POINT’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘COUPLER COMPLETE’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
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17.01.1991 Repair ‘STANCHION’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1991 Repair ‘STANCHION’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘LASHING POINT’.
20.02.1992 Repair ‘SIDE MEMBER’.
20.02.1992 Repair ‘STANCHION’.
20.02.1992 Repair ‘STANCHION’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1992 Repair ‘VEHICLE STENCILS’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘BRAKE BLOCK RB95’.
11.06.1992 Repair ‘COUPLER COMPLETE’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1992 Repair ‘HANDBRAKE HANDLE’.
11.06.1992 Repair ‘LASHING POINT’.
11.06.1992 Repair ‘STANCHION’.
11.06.1992 Repair ‘WHEEL SET’.
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘BRAKE BLOCK RB95’.
07.08.1993 Repair ‘BRAKE PIN’.
07.08.1993 Repair ‘COUPLER COMPLETE’.
07.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1993 Repair ‘END HOSE’.
07.08.1993 Repair ‘SIDE MEMBER’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

10.11.1995 Repair ‘LASHING POINT’.

FE 30

Details: wagon ‘FE 30 R’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 14.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 30.01.1995
Last Brake Cylinder: 10.12.1991
Last Single Car Test: 31.01.1995

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE PULL ROD’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1989 Repair ‘LASHING POINT’.
07.08.1989 Repair ‘STANCHION’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1989 Repair ‘STANCHION’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘BRAKE PIN’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
08.11.1989 Repair ‘LASHING POINT’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘STANCHION’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
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10.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1991 Repair ‘TRAIN PIPE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘BRAKE LEVER’.
21.01.1992 Repair ‘BRAKE PIN’.
21.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘LASHING POINT’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE PIN’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘GRADE CONTROL VALVE’.
12.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BOGIE COMPLETE’.
30.01.1995 Repair ‘COUPLER COMPLETE’.
30.01.1995 Repair ‘COUPLER KNUCKLE’.
30.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1995 Repair ‘LASHING POINT’.

FE 31

Details: wagon ‘FE 31 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 26.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 05.10.1995
Last Brake Cylinder: 09.05.1991
Last Single Car Test: 22.10.1992

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘SIDE BEARER’.
12.09.1989 Repair ‘STANCHION’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘BRAKE CONTROL PIPE’.
31.07.1990 Repair ‘COUPLER COMPLETE’.
31.07.1990 Repair ‘END BRAKE COCK’.
31.07.1990 Repair ‘LASHING POINT’.
31.07.1990 Repair ‘TRAIN PIPE’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘BRAKE LEVER’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1990 Repair ‘COUPLER COMPLETE’.
23.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘STANCHION’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1991 Repair ‘STANCHION’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘BRAKE BLOCK RB95’.
13.11.1991 Repair ‘COUPLER COMPLETE’.
13.11.1991 Repair ‘LASHING POINT’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘BRAKE PULL ROD’.
22.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

05.10.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 32

Details: wagon ‘FE 32 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 16.07.1996
Last Brake Cylinder: 22.10.1993
Last Single Car Test: 07.05.1994
Last Lift: 31.01.1984

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
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20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘STANCHION’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRANCH PIPE’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘VEHICLE STENCILS’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘BRANCH PIPE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘LASHING POINT’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRANCH PIPE’.
26.06.1992 Repair ‘COUPLER COMPLETE’.
26.06.1992 Repair ‘END BRAKE COCK’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘BRAKE BLOCK RB95’.
22.10.1993 Repair ‘BRAKE BLOCK RB95’.
22.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1993 Repair ‘BRAKE PIN’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘END BRAKE COCK’.
22.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
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LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

19.07.1995 Repair ‘WHEEL SET’.
18.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1996 Repair ‘BOGIE COMPLETE’.

FE 33

24.05.1996 Reclassified from wagon ‘FE 33 V’ to ’ wagon ‘QN 60 B’.

FE 34

Details: wagon ‘FE 34 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 19.03.1996
Last Triple Valve: 26.04.1993
Last Brake Cylinder: 01.11.1989
Last Single Car Test: 21.03.1996
Last Lift: 16.11.1983

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘COUPLER COMPLETE’.
12.07.1989 Repair ‘END BRAKE COCK’.
12.07.1989 Repair ‘END HOSE’.
12.07.1989 Repair ‘LASHING POINT’.
12.07.1989 Repair ‘TRAIN PIPE (END)’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.07.1989 Repair ‘BRAKE PULL ROD’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.05.1990 Repair ‘COUPLER COMPLETE’.
04.05.1990 Repair ‘SIDE BEARER’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘COUPLER COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Repair ‘TRAIN PIPE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘LASHING POINT’.
22.03.1991 Repair ‘WHEEL SET’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Repair ‘LASHING POINT’.
19.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRANCH PIPE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1993 Repair ‘BOGIE COMPLETE’.
26.04.1993 Repair ‘BRANCH PIPE’.
26.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.04.1993 Repair ‘COUPLER COMPLETE’.
26.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
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15.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1994 Repair ‘BRAKE PIN’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘LASHING POINT’.
19.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FE 35

13.06.1995 Reclassified from wagon ‘FE 35 Q’ to ’ wagon ‘QN 8 C’.

FE 36

Details: wagon ‘FE 36 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 09.05.1994
Last Brake Cylinder: 28.11.1989
Last Single Car Test: 09.05.1994
Last Lift: 04.10.1983

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘BRAKE PIN’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
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28.11.1989 Repair ‘LASHING POINT’.
28.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘LASHING POINT’.
10.12.1990 Repair ‘SIDE MEMBER’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘LASHING POINT’.
22.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘BRANCH PIPE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘BRAKE PIN’.
26.06.1991 Repair ‘BRAKE PULL ROD’.
26.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘HANDBRAKE HANDLE’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.03.1992 Repair ‘BRAKE CONTROL PIPE’.
13.03.1992 Repair ‘BRANCH PIPE’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘TRAIN PIPE (END)’.
19.05.1992 Repair ‘TRAIN PIPE’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
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13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BOGIE COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1993 Repair ‘BOGIE COMPLETE’.
12.11.1993 Repair ‘BRAKE LEVER’.
12.11.1993 Repair ‘BRAKE PULL ROD’.
12.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1993 Repair ‘END BRAKE COCK’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 37

08.08.1995 Reclassified from wagon ‘FE 37 L’ to ’ wagon ‘QN 23 T’.

FE 38

26.05.1995 Reclassified from wagon ‘FE 38 U’ to ’ wagon ‘QN 14 U’.

FE 39

Details: wagon ‘FE 39 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
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Date Built: 17.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 09.07.1996
Last Triple Valve: 28.06.1991
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 23.05.1994

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRANCH PIPE’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘LASHING POINT’.
11.07.1989 Repair ‘STANCHION’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘WHEEL SET’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘BRANCH PIPE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
24.07.1990 Repair ‘COUPLER COMPLETE’.
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘STANCHION’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘BOGIE COMPLETE’.
13.11.1990 Repair ‘COUPLER COMPLETE’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘STANCHION’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRANCH PIPE’.
28.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.06.1991 Repair ‘COUPLER COMPLETE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1991 Repair ‘SIDE SILL’.
28.06.1991 Repair ‘TRAIN PIPE (END)’.
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28.06.1991 Repair ‘VEHICLE STENCILS’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘BRAKE BLOCK RB95’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘END BRAKE COCK’.
09.03.1993 Repair ‘WHEEL SET’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRANCH PIPE’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘GRADE CONTROL VALVE’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘COUPLER KNUCKLE’.
19.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1994 Repair ‘LASHING POINT’.
19.05.1994 Repair ‘LASHING POINT’.
19.05.1994 Repair ‘STANCHION’.
19.05.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

09.07.1996 Repair ‘BOGIE COMPLETE’.

FE 41

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘COUPLER COMPLETE’.
13.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1989 Repair ‘LASHING POINT’.
13.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
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07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘BRANCH PIPE’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
07.11.1989 Repair ‘GRADE CONTROL VALVE’.
07.11.1989 Repair ‘LASHING POINT’.
07.11.1989 Repair ‘TRAIN PIPE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘BRAKE BLOCK RB95’.
12.06.1990 Repair ‘BRANCH PIPE’.
12.06.1990 Repair ‘COUPLER COMPLETE’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

FE 42

Details: wagon ‘FE 42 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 07.05.1994
Last Triple Valve: 13.06.1989
Last Single Car Test: 09.05.1994
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10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1989 Repair ‘HANDBRAKE HANDLE’.
10.08.1989 Repair ‘LASHING POINT’.
10.08.1989 Repair ‘SIDE MEMBER’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘TRAIN PIPE’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COUPLER COMPLETE’.
11.08.1992 Repair ‘VEHICLE STENCILS’.
11.08.1992 Repair ‘WHEEL SET’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘SIDE MEMBER’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Repair ‘WHEEL SET’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘END BRAKE COCK’.
31.07.1993 Repair ‘TRAIN PIPE (END)’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE PULL ROD’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘COUPLER KNUCKLE’.
07.05.1994 Repair ‘END BRAKE COCK’.
07.05.1994 Repair ‘END HOSE’.
07.05.1994 Repair ‘TRAIN PIPE (END)’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
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Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 43

Details: wagon ‘FE 43 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 07.05.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 15.02.1996
Last Single Car Test: 25.07.1994

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘BRAKE PIN’.
21.02.1990 Repair ‘BRAKE PULL ROD’.
21.02.1990 Repair ‘BRAKE PULL ROD’.
21.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
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06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Repair ‘WHEEL SET’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘COUPLER COMPLETE’.
16.07.1991 Repair ‘GRADE CONTROL VALVE’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BOGIE COMPLETE’.
25.07.1994 Repair ‘COUPLER COMPLETE’.
25.07.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1996 Repair ‘TRAIN PIPE’.

FE 44

Details: wagon ‘FE 44 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Brake Cylinder: 13.10.1992
Last Single Car Test: 20.09.1994
Last Lift: 08.03.1983
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07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘LASHING POINT’.
07.07.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘LASHING POINT’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘BOGIE SIDEFRAME’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘STANCHION’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
29.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘SIDE BEARER’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BOGIE COMPLETE’.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘END BRAKE COCK’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE BLOCK RB95’.
13.05.1991 Repair ‘COUPLER COMPLETE’.
13.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘COUPLER COMPLETE’.
06.06.1991 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRANCH PIPE’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘STANCHION’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘LASHING POINT’.
05.04.1993 Repair ‘SIDE MEMBER’.
20.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1994 Repair ‘BOGIE COMPLETE’.
20.09.1994 Repair ‘BRAKE BLOCK RB95’.
20.09.1994 Repair ‘COUPLER COMPLETE’.
20.09.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘TRAIN PIPE’.

FE 45

Details: wagon ‘FE 45 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 27.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.07.1996
Last Single Car Test: 03.06.1994
Last Lift: 19.11.1982

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE SHOE’.
14.08.1989 Repair ‘HITCH PIVOT’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.10.1989 Repair ‘BOGIE COMPLETE’.
30.10.1989 Repair ‘COUPLER COMPLETE’.
30.10.1989 Repair ‘SIDE MEMBER’.
30.10.1989 Repair ‘TRAIN PIPE’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘COUPLER COMPLETE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.01.1991 Repair ‘HANDBRAKE HANDLE’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE COMPLETE’.
01.06.1994 Repair ‘BRAKE BLOCK RB95’.
01.06.1994 Repair ‘COUPLER COMPLETE’.
01.06.1994 Repair ‘COUPLER KNUCKLE’.
01.06.1994 Repair ‘END BRAKE COCK’.
01.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

25.07.1996 Repair ‘LASHING POINT’.

FE 46

Details: wagon ‘FE 46 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 04.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 12.02.1997
Last Triple Valve: 12.02.1997
Last Single Car Test: 12.02.1997

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘LASHING POINT’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘STANCHION’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘LASHING POINT’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1990 Repair ‘BOGIE COMPLETE’.
10.09.1990 Repair ‘BRAKE BLOCK RB95’.
10.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1990 Repair ‘COUPLER COMPLETE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1990 Repair ‘STANCHION’.
10.09.1990 Repair ‘VEHICLE STENCILS’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘BRANCH PIPE’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘STANCHION’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘SIDE SILL’.
01.10.1992 Repair ‘STANCHION’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BRAKE BLOCK RB95’.
29.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1994 Repair ‘BOGIE COMPLETE’.
23.02.1994 Repair ‘BRAKE BLOCK RB95’.
23.02.1994 Repair ‘COUPLER COMPLETE’.
23.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1994 Repair ‘WHEEL SET’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘TRAIN PIPE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

05.02.1997 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.02.1997 Repair ‘WHEEL SET’.
12.02.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FE 47

Details: wagon ‘FE 47 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 01.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.04.1994
Last Brake Cylinder: 27.11.1990
Last Single Car Test: 26.04.1994
Last Lift: 06.06.1983

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE COMPLETE’.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
30.10.1989 Repair ‘SIDE BEARER’.
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30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘TOP CENTRE PLATE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘BRANCH PIPE’.
04.06.1990 Repair ‘COUPLER COMPLETE’.
04.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘LASHING POINT’.
12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘COUPLER COMPLETE’.
08.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘COUPLER COMPLETE’.
21.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Repair ‘BRANCH PIPE’.
26.04.1994 Repair ‘COUPLER COMPLETE’.
26.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
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LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 48

Details: wagon ‘FE 48 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 01.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 15.07.1996
Last Brake Cylinder: 19.12.1989
Last Single Car Test: 07.09.1994

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘BRAKE PULL ROD’.
27.10.1989 Repair ‘SIDE BEARER’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘COUPLER COMPLETE’.
18.12.1989 Repair ‘LASHING POINT’.
18.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘STANCHION’.
27.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
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01.06.1990 Repair ‘BRAKE PULL ROD’.
01.06.1990 Repair ‘COUPLER COMPLETE’.
01.06.1990 Repair ‘STANCHION’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘LASHING POINT’.
24.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘BRANCH PIPE’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘END BRAKE COCK’.
24.09.1993 Repair ‘LASHING POINT’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Repair ‘VEHICLE STENCILS’.
24.09.1993 Repair ‘WHEEL SET’.
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BODY COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘BRAKE BLOCK RB95’.
31.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘END FRAME MEMBER’.
31.05.1994 Repair ‘LASHING POINT’.
31.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1994 Repair ‘STANCHION’.
05.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1994 Repair ‘BOGIE COMPLETE’.
05.09.1994 Repair ‘COUPLER COMPLETE’.
05.09.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

15.07.1996 Repair ‘BRAKE BLOCK RB95’.

FE 49

18.08.1995 Reclassified from wagon ‘FE 49 Y’ to ’ wagon ‘QN 26 A’.

FE 50

23.10.1995 Reclassified from wagon ‘FE 50 K’ to ’ wagon ‘QN 36 X’.
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FE 51

Details: wagon ‘FE 51 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 12.05.1994
Last Single Car Test: 13.05.1994

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Repair ‘LASHING POINT’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.10.1989 Repair ‘END BRAKE COCK’.
03.10.1989 Repair ‘END HOSE’.
03.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1989 Repair ‘SIDE MEMBER’.
03.10.1989 Repair ‘TRAIN PIPE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRANCH PIPE’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘GRADE CONTROL VALVE’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘TRAIN PIPE’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘BRAKE BLOCK RB95’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
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12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘LASHING POINT’.
12.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 52

Details: wagon ‘FE 52 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 09.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 15.10.1993
Last Triple Valve: 23.08.1990
Last Single Car Test: 15.10.1993
Last Lift: 17.10.1983

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘LASHING POINT’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
08.03.1990 Repair ‘BRANCH PIPE’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.08.1990 Repair ‘COUPLER COMPLETE’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘BRAKE CONTROL PIPE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘WHEEL SET’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘BRANCH PIPE’.
28.11.1991 Repair ‘COUPLER COMPLETE’.
28.11.1991 Repair ‘LASHING POINT’.
28.11.1991 Repair ‘STANCHION’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘COUPLER COMPLETE’.
30.06.1992 Repair ‘STANCHION’.
30.06.1992 Repair ‘TRAIN PIPE’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK RB95’.
16.08.1993 Repair ‘COUPLER COMPLETE’.
16.08.1993 Repair ‘HANDBRAKE HANDLE’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Repair ‘BRANCH PIPE’.
15.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 53

10.04.1995 Reclassified from wagon ‘FE 53 Y’ to ’ wagon ‘QN 5 V’.

FE 54

Details: wagon ‘FE 54 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.04.1994
Last Triple Valve: 14.09.1988
Last Single Car Test: 22.04.1994

08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE COMPLETE’.
08.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1991 Repair ‘VEHICLE STENCILS’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE COMPLETE’.
22.04.1994 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘COUPLER KNUCKLE’.
22.04.1994 Repair ‘TRAIN PIPE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 55

Details: wagon ‘FE 55 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2

6006



2.280. Wagon classification starting with ‘FE’

Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.11.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 19.02.1996
Last Triple Valve: 19.04.1993
Last Brake Cylinder: 04.05.1989
Last Single Car Test: 06.05.1994

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Repair ‘LASHING POINT’.
07.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1989 Repair ‘SIDE MEMBER’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRANCH PIPE’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Repair ‘HANDBRAKE HANDLE’.
22.09.1989 Repair ‘STANCHION’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Repair ‘SIDE SILL’.
14.02.1990 Repair ‘VEHICLE STENCILS’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘STANCHION’.
11.03.1991 Repair ‘WHEEL SET’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘BRANCH PIPE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.12.1991 Repair ‘COUPLER COMPLETE’.
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12.12.1991 Repair ‘VEHICLE STENCILS’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘BRAKE CONTROL PIPE’.
16.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1992 Repair ‘STANCHION’.
16.03.1992 Repair ‘TRAIN PIPE (END)’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘BRAKE PIN’.
19.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.04.1993 Repair ‘END HOSE’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘WHEEL SET’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘VEHICLE STENCILS’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BOGIE COMPLETE’.
02.12.1993 Repair ‘BRAKE PIN’.
02.12.1993 Repair ‘BRANCH PIPE’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BRAKE CONTROL PIPE’.
06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1996 Repair ‘BRANCH PIPE’.

FE 56

23.06.1995 Reclassified from wagon ‘FE 56 S’ to ’ wagon ‘QN 18 K’.
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FE 57

03.07.1995 Reclassified from wagon ‘FE 57 E’ to ’ wagon ‘QN 20 P’.

FE 58

21.04.1996 Reclassified from wagon ‘FE 58 N’ to ’ wagon ‘QN 57 K’.

FE 59

09.05.1995 Reclassified from wagon ‘FE 59 W’ to ’ wagon ‘QN 9 L’.

FE 60

Details: wagon ‘FE 60 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 14.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.05.1994
Last Triple Valve: 18.11.1992
Last Single Car Test: 26.05.1994
Last Lift: 10.05.1983

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘BRAKE PULL ROD’.
11.07.1989 Repair ‘BRANCH PIPE’.
11.07.1989 Repair ‘LASHING POINT’.
11.07.1989 Repair ‘STANCHION’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘LASHING POINT’.
29.11.1990 Repair ‘STANCHION’.
29.11.1990 Repair ‘TRAIN PIPE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘BRAKE BLOCK RB95’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘LASHING POINT’.
17.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRANCH PIPE’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.11.1992 Repair ‘COUPLER COMPLETE’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BRAKE BLOCK RB95’.
26.05.1994 Repair ‘BRAKE PULL ROD’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
26.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 61

Details: wagon ‘FE 61 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 16.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.11.1994
Last Triple Valve: 22.08.1994
Last Brake Cylinder: 21.02.1989
Last Single Car Test: 23.11.1994

25.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1989 Repair ‘END BRAKE COCK’.
19.10.1989 Repair ‘LASHING POINT’.
19.10.1989 Repair ‘TRAIN PIPE (END)’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘COUPLER COMPLETE’.
06.02.1990 Repair ‘WHEEL SET’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘BRAKE BLOCK RB95’.
22.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.08.1994 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘LASHING POINT’.
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19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘BOGIE COMPLETE’.
22.11.1994 Repair ‘COUPLER COMPLETE’.
22.11.1994 Repair ‘STANCHION’.

FE 62

Details: wagon ‘FE 62 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 16.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 18.05.1994
Last Brake Cylinder: 10.02.1989
Last Single Car Test: 18.05.1994

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘LASHING POINT’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1989 Repair ‘BOGIE COMPLETE’.
09.10.1989 Repair ‘COUPLER COMPLETE’.
09.10.1989 Repair ‘GRADE CONTROL VALVE’.
09.10.1989 Repair ‘HANDBRAKE HANDLE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
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17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘COUPLER COMPLETE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘COUPLER COMPLETE’.
15.08.1990 Repair ‘STANCHION’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘BRAKE BLOCK RB95’.
20.02.1991 Repair ‘COUPLER COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘AXLEBOX’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘BRAKE BLOCK RB95’.
13.06.1991 Repair ‘BRAKE PULL ROD’.
13.06.1991 Repair ‘COUPLER COMPLETE’.
13.06.1991 Repair ‘VEHICLE STENCILS’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘BRAKE BLOCK RB95’.
03.08.1992 Repair ‘COUPLER COMPLETE’.
03.08.1992 Repair ‘WHEEL SET’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘AXLEBOX’.
15.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘BRANCH PIPE’.
15.02.1994 Repair ‘COUPLER COMPLETE’.
15.02.1994 Repair ‘WHEEL SET’.
23.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘BOGIE COMPLETE’.
23.02.1994 Repair ‘BRAKE BLOCK RB95’.
23.02.1994 Repair ‘COUPLER COMPLETE’.
23.02.1994 Repair ‘STANCHION’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘LASHING POINT’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BOGIE FRICTION WEDGE’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
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18.05.1994 Repair ‘TRAIN PIPE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 63

Details: wagon ‘FE 63 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 08.03.1993
Last Brake Cylinder: 08.12.1989
Last Single Car Test: 08.03.1993

31.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘BRANCH PIPE’.
08.12.1989 Repair ‘END BRAKE COCK’.
08.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1989 Repair ‘LASHING POINT’.
08.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1989 Repair ‘STANCHION’.
08.12.1989 Repair ‘TRAIN PIPE’.
08.12.1989 Repair ‘VEHICLE STENCILS’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘BRAKE PULL ROD’.
09.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
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05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘END BRAKE COCK’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE LEVER’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘LASHING POINT’.
17.04.1991 Repair ‘SIDE SILL’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘COUPLER COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘BRAKE PIN’.
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘LASHING POINT’.
24.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1992 Repair ‘BOGIE COMPLETE’.
24.12.1992 Repair ‘BRAKE BLOCK RB95’.
24.12.1992 Repair ‘BRAKE PULL ROD’.
24.12.1992 Repair ‘BRANCH PIPE’.
24.12.1992 Repair ‘COUPLER COMPLETE’.
24.12.1992 Repair ‘SIDE SHEET’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE BLOCK RB95’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 64

Details: wagon ‘FE 64 X’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 15.03.1993
Last Brake Cylinder: 22.05.1992
Last Single Car Test: 15.03.1993
Last Lift: 20.02.1984

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1990 Repair ‘SIDE MEMBER’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
22.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.02.1991 Repair ‘BRAKE PULL ROD’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘TRAIN PIPE (END)’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘BRAKE PIN’.
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06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘END BRAKE COCK’.
06.03.1991 Repair ‘STANCHION’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘BRAKE PIN’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘LASHING POINT’.
13.03.1991 Repair ‘STANCHION’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘BRAKE BLOCK RB95’.
31.10.1991 Repair ‘BRANCH PIPE’.
31.10.1991 Repair ‘COUPLER COMPLETE’.
31.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1991 Repair ‘LASHING POINT’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE CONTROL PIPE’.
12.03.1992 Repair ‘BRANCH PIPE’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1992 Repair ‘TRAIN PIPE’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘COUPLER COMPLETE’.
22.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘COUPLER COMPLETE’.
04.08.1992 Repair ‘WHEEL SET’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE PIN’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Repair ‘BRAKE BLOCK RB95’.
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03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1992 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRANCH PIPE’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘TRAIN PIPE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 65

23.06.1995 Reclassified from wagon ‘FE 65 R’ to ’ wagon ‘QN 17 B’.

FE 66

25.05.1995 Reclassified from wagon ‘FE 66 D’ to ’ wagon ‘QN 3 D’.

FE 67

22.09.1995 Reclassified from wagon ‘FE 67 M’ to ’ wagon ‘QN 33 E’.

FE 68

Details: wagon ‘FE 68 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 26.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 25.06.1996
Last Single Car Test: 01.07.1992

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER COMPLETE’.
03.07.1989 Repair ‘LASHING POINT’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘LASHING POINT’.
18.11.1991 Repair ‘TRAIN PIPE’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

25.06.1996 Repair ‘WHEEL SET’.

FE 69

Details: wagon ‘FE 69 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 06.04.1973
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Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 06.05.1991
Last Single Car Test: 06.05.1991

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1989 Repair ‘SIDE MEMBER’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRANCH PIPE’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1991 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 70

Details: wagon ‘FE 70 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
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Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 10.02.1993
Last Triple Valve: 28.06.1990
Last Single Car Test: 10.02.1993
Last Lift: 29.01.1983

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE PULL ROD’.
11.09.1989 Repair ‘COUPLER COMPLETE’.
11.09.1989 Repair ‘LASHING POINT’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1989 Repair ‘STANCHION’.
11.09.1989 Repair ‘VEHICLE STENCILS’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘BRANCH PIPE’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1990 Repair ‘TRAIN PIPE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Repair ‘LASHING POINT’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘BRAKE CONTROL PIPE’.
28.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1991 Repair ‘COUPLER KNUCKLE’.
28.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1991 Repair ‘TRAIN PIPE’.
28.11.1991 Repair ‘VEHICLE STENCILS’.
28.11.1991 Repair ‘WHEEL SET’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘CARD OR CLIP HOLDER’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
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28.07.1992 Repair ‘END BRAKE COCK’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRANCH PIPE’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘END BRAKE COCK’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 71

Details: wagon ‘FE 71 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.06.1996
Last Triple Valve: 24.03.1993
Last Brake Cylinder: 01.02.1991
Last Single Car Test: 07.05.1994

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘BRAKE PULL ROD’.
11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
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30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1989 Repair ‘BOGIE COMPLETE’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘BRANCH PIPE’.
30.10.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘BRAKE CONTROL PIPE’.
11.04.1990 Repair ‘COUPLER COMPLETE’.
11.04.1990 Repair ‘LASHING POINT’.
11.04.1990 Repair ‘STANCHION’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Repair ‘COUPLER COMPLETE’.
11.09.1990 Repair ‘STANCHION’.
11.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘BRAKE BLOCK RB95’.
01.02.1991 Repair ‘BRAKE LEVER’.
01.02.1991 Repair ‘COUPLER COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1991 Repair ‘SIDE SILL’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Repair ‘LASHING POINT’.
08.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1991 Repair ‘WHEEL SET’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.03.1993 Repair ‘COUPLER COMPLETE’.
16.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1993 Repair ‘STANCHION’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE PIN’.
17.08.1993 Repair ‘COUPLER COMPLETE’.
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17.08.1993 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘WHEEL SET’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRANCH PIPE’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

09.08.1995 Repair ‘BRAKE BLOCK RB95’.
25.06.1996 Repair ‘TRAIN PIPE (END)’.

FE 72

Details: wagon ‘FE 72 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 29.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 04.03.1993
Last Single Car Test: 04.03.1993

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘GRADE CONTROL VALVE’.
27.07.1989 Repair ‘LASHING POINT’.
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27.07.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1989 Repair ‘BRANCH PIPE’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘BRANCH PIPE’.
01.06.1990 Repair ‘COUPLER COMPLETE’.
01.06.1990 Repair ‘STANCHION’.
01.06.1990 Repair ‘TRAIN PIPE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.06.1991 Repair ‘BRANCH PIPE’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘END BRAKE COCK’.
09.03.1992 Repair ‘STANCHION’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Repair ‘WEAR PLATES & SADDLES’.
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRANCH PIPE’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 73

Details: wagon ‘FE 73 H’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 26.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 02.10.1995
Last Single Car Test: 23.05.1994
Last Lift: 13.02.1984

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘COUPLER COMPLETE’.
07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1989 Repair ‘LASHING POINT’.
07.09.1989 Repair ‘STANCHION’.
07.09.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Repair ‘END BRAKE COCK’.
28.08.1990 Repair ‘SIDE BEARER’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘BRAKE LEVER’.
14.01.1991 Repair ‘COUPLER COMPLETE’.
14.01.1991 Repair ‘END FRAME MEMBER’.
14.01.1991 Repair ‘END SHEETING’.
14.01.1991 Repair ‘TRAIN PIPE (END)’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘LASHING POINT’.
18.03.1991 Repair ‘STANCHION’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘BRANCH PIPE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘END BRAKE COCK’.

6026



2.280. Wagon classification starting with ‘FE’

27.09.1991 Repair ‘LASHING POINT’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘BRANCH PIPE’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘END HOSE’.
26.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1991 Repair ‘LASHING POINT’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
28.04.1994 Repair ‘COUPLER COMPLETE’.
28.04.1994 Repair ‘LASHING POINT’.
28.04.1994 Repair ‘WHEEL SET’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

02.10.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 75

Details: wagon ‘FE 75 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 29.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Single Car Test: 22.03.1991

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
07.11.1989 Repair ‘END FRAME MEMBER’.
07.11.1989 Repair ‘SIDE SILL’.
07.11.1989 Repair ‘VEHICLE STENCILS’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘STANCHION’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘SIDE SILL’.
23.01.1990 Repair ‘STANCHION’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
07.06.1990 Repair ‘BRANCH PIPE’.
07.06.1990 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘WHEEL SET’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BRAKE PIN’.
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22.03.1991 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 76

Details: wagon ‘FE 76 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 02.07.1996
Last Single Car Test: 07.06.1994

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘BRANCH PIPE’.
01.09.1989 Repair ‘COUPLER COMPLETE’.
01.09.1989 Repair ‘STANCHION’.
01.09.1989 Repair ‘TRAIN PIPE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BOGIE SPRING’.
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04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRANCH PIPE’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1990 Repair ‘SIDE BEARER’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRAKE BLOCK RB95’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘STANCHION’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE BLOCK RB95’.
25.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1993 Repair ‘HANDBRAKE HANDLE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1994 Repair ‘BOGIE COMPLETE’.
06.06.1994 Repair ‘COUPLER COMPLETE’.
06.06.1994 Repair ‘SIDE SILL’.
06.06.1994 Repair ‘STANCHION’.
06.06.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

02.07.1996 Repair ‘STANCHION’.

FE 77

09.05.1995 Reclassified from wagon ‘FE 77 U’ to ’ wagon ‘QN 10 H’.
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FE 78

31.08.1995 Reclassified from wagon ‘FE 78 G’ to ’ wagon ‘QN 28 S’.

FE 79

Details: wagon ‘FE 79 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 25.05.1989
Last Brake Cylinder: 25.05.1989
Last Single Car Test: 25.05.1989
Last Lift: 01.11.1983

19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 80

Details: wagon ‘FE 80 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 09.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 21.06.1995
Last Brake Cylinder: 15.03.1990
Last Single Car Test: 18.05.1994

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1989 Repair ‘LASHING POINT’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘SIDE MEMBER’.
24.08.1989 Repair ‘STANCHION’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘COUPLER COMPLETE’.
31.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1989 Repair ‘HANDBRAKE HANDLE’.
31.10.1989 Repair ‘STANCHION’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1990 Repair ‘TRAIN PIPE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘COUPLER COMPLETE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘TRAIN PIPE (END)’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Repair ‘BRANCH PIPE’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE COMPLETE’.
08.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.08.1991 Repair ‘BRANCH PIPE’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
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20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘BRAKE PIN’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1992 Repair ‘WHEEL SET’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRANCH PIPE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘STANCHION’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘BRANCH PIPE’.
04.06.1992 Repair ‘COUPLER COMPLETE’.
04.06.1992 Repair ‘LASHING POINT’.
04.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE COMPLETE’.
20.10.1993 Repair ‘BRANCH PIPE’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘END BRAKE COCK’.
18.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1994 Repair ‘STANCHION’.
18.05.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

21.06.1995 Repair ‘TRAIN PIPE’.

FE 81

Details: wagon ‘FE 81 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 10.02.1994
Last Triple Valve: 04.06.1990
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 11.02.1994

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘LASHING POINT’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘STANCHION’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRANCH PIPE’.
21.08.1989 Repair ‘COUPLER COMPLETE’.
21.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘BRANCH PIPE’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.06.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘BRANCH PIPE’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘COUPLER KNUCKLE’.
10.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘BRAKE PIN’.
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15.03.1991 Repair ‘COUPLER COMPLETE’.
15.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1991 Repair ‘WHEEL SET’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘LASHING POINT’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRANCH PIPE’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘LASHING POINT’.
10.02.1994 Repair ‘LASHING POINT’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 82

Details: wagon ‘FE 82 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 27.10.1992
Last Single Car Test: 27.10.1992
Last Lift: 24.11.1982

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘COUPLER COMPLETE’.
15.08.1989 Repair ‘LASHING POINT’.
15.08.1989 Repair ‘STANCHION’.
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1989 Repair ‘SIDE BEARER’.
15.09.1989 Repair ‘STANCHION’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘GRADE CONTROL VALVE’.
10.12.1990 Repair ‘LASHING POINT’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘END BRAKE COCK’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 83

Details: wagon ‘FE 83 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.5tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 09.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 30.04.1993
Last Single Car Test: 30.04.1993

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘LASHING POINT’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘STANCHION’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘END BRAKE COCK’.
27.08.1991 Repair ‘LASHING POINT’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE CONTROL PIPE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘WHEEL SET’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRANCH PIPE’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
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QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 84

Details: wagon ‘FE 84 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 17.05.1994
Last Triple Valve: 19.03.1991
Last Brake Cylinder: 18.05.1994
Last Single Car Test: 18.05.1994

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Repair ‘END HOSE’.
06.07.1989 Repair ‘LASHING POINT’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE COMPLETE’.
25.10.1989 Repair ‘COUPLER COMPLETE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘BRANCH PIPE’.
16.02.1990 Repair ‘COUPLER COMPLETE’.
16.02.1990 Repair ‘STANCHION’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘COUPLER COMPLETE’.
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11.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.03.1991 Repair ‘COUPLER COMPLETE’.
19.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
03.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘TRAIN PIPE (END)’.
27.04.1993 Repair ‘WHEEL SET’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRAKE BLOCK RB95’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘COUPLER KNUCKLE’.
17.05.1994 Repair ‘END BRAKE COCK’.
17.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 85

Details: wagon ‘FE 85 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 16.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 23.05.1994
Last Triple Valve: 06.09.1988
Last Single Car Test: 23.05.1994

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘LASHING POINT’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘STANCHION’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘COUPLER COMPLETE’.
28.09.1990 Repair ‘END BRAKE COCK’.
28.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘END BRAKE COCK’.
18.10.1991 Repair ‘WHEEL SET’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘BRAKE BLOCK RB95’.
31.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1991 Repair ‘COUPLER COMPLETE’.
31.10.1991 Repair ‘END HOSE’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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23.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1994 Repair ‘STANCHION’.
23.05.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 86

Details: wagon ‘FE 86 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 16.02.1996
Last Single Car Test: 05.04.1993
Last Lift: 30.11.1983

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘LASHING POINT’.
09.08.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE COMPLETE’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.01.1990 Repair ‘COUPLER COMPLETE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘COUPLER COMPLETE’.
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24.08.1990 Repair ‘LASHING POINT’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Repair ‘COUPLER COMPLETE’.
04.09.1990 Repair ‘SIDE SILL’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘AXLEBOX’.
05.02.1991 Repair ‘BOGIE COMPLETE’.
05.02.1991 Repair ‘COUPLER COMPLETE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1991 Repair ‘WHEEL SET’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘COUPLER COMPLETE’.
16.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1991 Repair ‘BRANCH PIPE’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘LASHING POINT’.
24.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘COUPLER COMPLETE’.
12.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘TRAIN PIPE (END)’.
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05.04.1993 Repair ‘TRAIN PIPE (END)’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

16.02.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FE 87

Details: wagon ‘FE 87 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 11.10.1996
Due Triple Valve: 06.11.1992
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 11.05.1994
Last Lift: 21.02.1984

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘END HOSE’.
04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘HANDBRAKE HANDLE’.
04.08.1989 Repair ‘HOSE FITTINGS’.
04.08.1989 Repair ‘NYLON HOSE’.
04.08.1989 Repair ‘SIDE BEARER’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
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04.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘END BRAKE COCK’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘LASHING POINT’.
23.10.1989 Repair ‘STANCHION’.
23.10.1989 Repair ‘TRAIN PIPE (END)’.
23.10.1989 Repair ‘VEHICLE STENCILS’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BOGIE COMPLETE’.
06.12.1990 Repair ‘BRANCH PIPE’.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1990 Repair ‘HANDBRAKE HANDLE’.
06.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘BRAKE PIN’.
24.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘VEHICLE STENCILS’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE PIN’.
06.06.1991 Repair ‘COUPLER COMPLETE’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1991 Repair ‘STANCHION’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘BRAKE LEVER’.
06.11.1991 Repair ‘BRANCH PIPE’.
06.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.02.1993 Repair ‘HANDBRAKE HANDLE’.
08.02.1993 Repair ‘LASHING POINT’.
08.02.1993 Repair ‘WHEEL SET’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘END BRAKE COCK’.
10.05.1994 Repair ‘END BRAKE COCK’.
10.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

11.10.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FE 88

Details: wagon ‘FE 88 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 12.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 16.12.1988
Last Single Car Test: 02.05.1989

19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 89

Details: wagon ‘FE 89 A’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 30.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 03.07.1995
Last Single Car Test: 16.12.1993

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘STANCHION’.
10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘BRAKE PULL ROD’.
26.10.1990 Repair ‘COUPLER COMPLETE’.
26.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE BLOCK RB95’.
29.05.1992 Repair ‘BRAKE BLOCK RB95’.
29.05.1992 Repair ‘BRAKE PIN’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘END BRAKE COCK’.
29.05.1992 Repair ‘STANCHION’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.12.1993 Repair ‘AXLEBOX’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘END HOSE’.
15.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.07.1995 Repair ‘WHEEL SET’.

FE 90

Details: wagon ‘FE 90 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 30.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 06.09.1988
Last Brake Cylinder: 18.09.1989
Last Single Car Test: 18.09.1989

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘COUPLER COMPLETE’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘SIDE MEMBER’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’
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FE 91

Details: wagon ‘FE 91 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 11.10.1972
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Single Car Test: 08.06.1989

28.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 92

Details: wagon ‘FE 92 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.12.1972
Operating System: AN
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Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 21.03.1996
Last Brake Cylinder: 01.12.1988
Last Single Car Test: 21.03.1996

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1989 Repair ‘HANDBRAKE HANDLE’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1990 Repair ‘LASHING POINT’.
28.03.1990 Repair ‘SIDE MEMBER’.
28.03.1990 Repair ‘TRAIN PIPE’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘BRANCH PIPE’.
07.12.1990 Repair ‘COUPLER COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1990 Repair ‘STANCHION’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘COUPLER COMPLETE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘BRANCH PIPE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘HANDBRAKE HANDLE’.
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09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘BRAKE BLOCK RB95’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BRAKE LEVER’.
06.08.1993 Repair ‘BRAKE PIN’.
06.08.1993 Repair ‘LASHING POINT’.
06.08.1993 Repair ‘STANCHION’.
06.08.1993 Repair ‘WHEEL SET’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
04.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

21.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FE 93

Details: wagon ‘FE 93 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 04.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL
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Fleet Grp Code: AE NB
Last Single Car Test: 12.06.1991

13.11.1989 Repair ‘BRAKE BLOCK RB95’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘GRADE CONTROL VALVE’.
05.06.1990 Repair ‘LASHING POINT’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1991 Repair ‘BOGIE COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘TRAIN PIPE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘BRANCH PIPE’.
12.06.1991 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 94

Details: wagon ‘FE 94 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 14.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 03.07.1996
Last Triple Valve: 31.08.1988
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 03.05.1993
Last Lift: 26.09.1982

07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘COUPLER COMPLETE’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘LASHING POINT’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘VEHICLE STENCILS’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE COMPLETE’.
14.11.1990 Repair ‘COUPLER COMPLETE’.
14.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRAKE LEVER’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘WHEEL SET’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘LASHING POINT’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘BRAKE PIN’.
19.04.1991 Repair ‘COUPLER COMPLETE’.
19.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1991 Repair ‘STANCHION’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘COUPLER COMPLETE’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1992 Repair ‘SIDE BEARER’.
07.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘BRAKE BLOCK RB95’.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

23.06.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1996 Repair ‘BRANCH PIPE’.
03.07.1996 Repair ‘WHEEL SET’.

FE 95

25.03.1996 Reclassified from wagon ‘FE 95 S’ to ’ wagon ‘QN 52 L’.

FE 96

Details: wagon ‘FE 96 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.06.1992
Last Single Car Test: 25.06.1992

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘END SILL’.
24.10.1989 Repair ‘HANDBRAKE HANDLE’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
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14.11.1989 Repair ‘BRAKE PIN’.
14.11.1989 Repair ‘COUPLER COMPLETE’.
14.11.1989 Repair ‘STANCHION’.
14.11.1989 Repair ‘TRAIN PIPE’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BOGIE COMPLETE’.
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘LASHING POINT’.
06.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘WHEEL SET’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘WHEEL SET’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘BRANCH PIPE’.
25.06.1992 Repair ‘COUPLER COMPLETE’.
25.06.1992 Repair ‘ISOLATING COCK’.
25.06.1992 Repair ‘STANCHION’.
25.06.1992 Repair ‘TRAIN PIPE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 97

04.04.1995 Reclassified from wagon ‘FE 97 N’ to ’ wagon ‘QN 4 M’.

FE 98

24.05.1996 Reclassified from wagon ‘FE 98 W’ to ’ wagon ‘QN 59 F’.

FE 99

22.05.1995 Reclassified from wagon ‘FE 99 X’ to ’ wagon ‘QN 11 Q’.
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FE 100

13.12.1995 Reclassified from wagon ‘FE 100 A’ to ’ wagon ‘QN 40 X’.

FE 101

Details: wagon ‘FE 101 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.11.1993
Last Triple Valve: 26.11.1993
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993

10.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘END BRAKE COCK’.
12.03.1990 Repair ‘HANDBRAKE HANDLE’.
12.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘BRANCH PIPE’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘ISOLATING COCK’.
26.07.1990 Repair ‘SIDE MEMBER’.
26.07.1990 Repair ‘TRAIN PIPE’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Repair ‘BRAKE PULL ROD’.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘BRAKE PIN’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘TRAIN PIPE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘BRAKE CONTROL PIPE’.
30.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1992 Repair ‘BRANCH PIPE’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘END HOSE’.
30.04.1992 Repair ‘TRAIN PIPE (END)’.
30.04.1992 Repair ‘WHEEL SET’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRAKE LEVER’.
14.10.1992 Repair ‘END BRAKE COCK’.
14.10.1992 Repair ‘LASHING POINT’.
14.10.1992 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE COMPLETE’.
25.11.1993 Repair ‘BRAKE PIN’.
25.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.11.1993 Repair ‘COUPLER COMPLETE’.
25.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 102

Details: wagon ‘FE 102 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.2tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 14.04.1992
Last Triple Valve: 15.12.1988
Last Single Car Test: 15.04.1992

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COUPLER COMPLETE’.
28.07.1989 Repair ‘LASHING POINT’.
28.07.1989 Repair ‘STANCHION’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘BRAKE PULL ROD’.
20.04.1990 Repair ‘BRANCH PIPE’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘COUPLER COMPLETE’.
06.06.1990 Repair ‘STANCHION’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘BRAKE PULL ROD’.
27.02.1991 Repair ‘COUPLER COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘LASHING POINT’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘BOGIE COMPLETE’.
20.05.1991 Repair ‘BRANCH PIPE’.
20.05.1991 Repair ‘COUPLER COMPLETE’.
20.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1991 Repair ‘STANCHION’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARERS’.
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14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 103

Details: wagon ‘FE 103 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 24.08.1995
Last Brake Cylinder: 28.09.1990
Last Single Car Test: 08.02.1994
Last Lift: 25.10.1983

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘STANCHION’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘COUPLER COMPLETE’.
30.11.1989 Repair ‘LASHING POINT’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘BRAKE CONTROL PIPE’.
12.06.1990 Repair ‘BRANCH PIPE’.
12.06.1990 Repair ‘COUPLER COMPLETE’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1990 Repair ‘TOP CENTRE PLATE’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘BRANCH PIPE’.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘GRADE CONTROL VALVE’.
11.12.1990 Repair ‘LASHING POINT’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘BRAKE BLOCK RB95’.
17.03.1992 Repair ‘BRAKE PIN’.
17.03.1992 Repair ‘BRAKE PULL ROD’.
17.03.1992 Repair ‘COUPLER COMPLETE’.
17.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1992 Repair ‘WHEEL SET’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1992 Repair ‘WHEEL SET’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘HANDBRAKE HANDLE’.
08.02.1994 Repair ‘LASHING POINT’.
08.02.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’
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24.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 104

Details: wagon ‘FE 104 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.02.1994
Last Brake Cylinder: 04.08.1993
Last Single Car Test: 22.02.1994

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRANCH PIPE’.
31.07.1989 Repair ‘COUPLER COMPLETE’.
31.07.1989 Repair ‘END BRAKE COCK’.
31.07.1989 Repair ‘LASHING POINT’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1989 Repair ‘WHEEL SET’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘BRAKE BLOCK RB95’.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
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30.03.1992 Repair ‘BRANCH PIPE’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘END SHEETING’.
30.03.1992 Repair ‘HANDBRAKE HANDLE’.
30.03.1992 Repair ‘TRAIN PIPE’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘COUPLER COMPLETE’.
09.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1992 Repair ‘STANCHION’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘COUPLER COMPLETE’.
20.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1992 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1993 Repair ‘WHEEL SET’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1993 Repair ‘SIDE MEMBER’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘BRAKE BLOCK RB95’.
22.02.1994 Repair ‘COUPLER COMPLETE’.
22.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 105

19.12.1995 Reclassified from wagon ‘FE 105 W’ to ’ wagon ‘QN 43 M’.

FE 106

Details: wagon ‘FE 106 X’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.11.1992
Last Brake Cylinder: 28.11.1990
Last Single Car Test: 26.11.1992

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘COUPLER COMPLETE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘LASHING POINT’.
12.07.1989 Repair ‘SIDE BEARER’.
12.07.1989 Repair ‘STANCHION’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘COUPLER COMPLETE’.
03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.01.1990 Repair ‘HANDBRAKE HANDLE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1990 Repair ‘STANCHION’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘LASHING POINT’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
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13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRANCH PIPE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘END HOSE’.
13.01.1992 Repair ‘WHEEL SET’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘BRANCH PIPE’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 107

Details: wagon ‘FE 107 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 09.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 03.07.1992
Last Triple Valve: 11.07.1988
Last Brake Cylinder: 17.06.1991
Last Single Car Test: 03.07.1992
Last Lift: 01.11.1983

04.08.1989 Repair ‘BRAKE BLOCK RB95’.
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08.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘COUPLER COMPLETE’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘BRAKE LEVER’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘LASHING POINT’.
24.04.1991 Repair ‘VEHICLE STENCILS’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
17.06.1991 Repair ‘END BRAKE COCK’.
17.06.1991 Repair ‘LASHING POINT’.
17.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE COMPLETE’.
03.07.1992 Repair ‘BRAKE BLOCK RB95’.
03.07.1992 Repair ‘COUPLER COMPLETE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HOSE FITTINGS’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 108

Details: wagon ‘FE 108 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 09.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 05.07.1996
Last Brake Cylinder: 12.02.1991
Last Single Car Test: 12.05.1994
Last Lift: 15.09.1983

29.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Repair ‘LASHING POINT’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘BRANCH PIPE’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘END BRAKE COCK’.
12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1991 Repair ‘WHEEL SET’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘LASHING POINT’.
22.07.1991 Repair ‘STANCHION’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1992 Repair ‘SIDE MEMBER’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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24.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE BLOCK RB95’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

05.07.1996 Repair ‘BOGIE COMPLETE’.

FE 109

04.08.1995 Reclassified from wagon ‘FE 109 M’ to ’ wagon ‘QN 22 K’.

FE 110

Details: wagon ‘FE 110 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 29.06.1992
Last Single Car Test: 29.06.1992

15.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘FLOOR SHEETING’.
05.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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05.12.1989 Repair ‘HANDBRAKE HANDLE’.
05.12.1989 Repair ‘TOP CENTRE PLATE’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRAKE BLOCK RB95’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘STANCHION’.
23.04.1990 Repair ‘WHEEL SET’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘BRANCH PIPE’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1990 Repair ‘TRAIN PIPE (END)’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘BRAKE PIN’.
02.09.1991 Repair ‘COUPLER COMPLETE’.
02.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1991 Repair ‘TRAIN PIPE (END)’.
02.09.1991 Repair ‘WHEEL SET’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE COMPLETE’.
29.06.1992 Repair ‘COUPLER COMPLETE’.
29.06.1992 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 111

Details: wagon ‘FE 111 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 28.04.1997
Due Triple Valve: 31.05.1990
Last Triple Valve: 31.05.1989
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 03.06.1993
Last Lift: 25.05.1982

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘LASHING POINT’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘COUPLER COMPLETE’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1989 Repair ‘HANDBRAKE HANDLE’.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘END COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘BRANCH PIPE’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1991 Repair ‘WHEEL SET’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘BRANCH PIPE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘END BRAKE COCK’.
17.10.1991 Repair ‘LASHING POINT’.
24.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1992 Repair ‘BOGIE COMPLETE’.
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24.02.1992 Repair ‘COUPLER COMPLETE’.
24.02.1992 Repair ‘LASHING POINT’.
24.02.1992 Repair ‘STANCHION’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘WHEEL SET’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘END BRAKE COCK’.
03.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1993 Repair ‘HANDBRAKE HANDLE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

28.04.1997 Repair ‘LASHING POINT’.

FE 112

Details: wagon ‘FE 112 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 05.09.1995
Last Triple Valve: 23.09.1988
Last Brake Cylinder: 01.05.1990
Last Single Car Test: 16.03.1994

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘COUPLER COMPLETE’.
11.09.1989 Repair ‘LASHING POINT’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE COMPLETE’.
01.05.1990 Repair ‘BRANCH PIPE’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘BRANCH PIPE’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘LASHING POINT’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘BRAKE BLOCK RB95’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1991 Repair ‘BRAKE PIN’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘WHEEL SET’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRANCH PIPE’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘STANCHION’.
02.07.1992 Repair ‘TRAIN PIPE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE CONTROL PIPE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

05.09.1995 Repair ‘TRAIN PIPE (END)’.

FE 113

31.08.1995 Reclassified from wagon ‘FE 113 M’ to ’ wagon ‘QN 29 E’.

FE 114

Details: wagon ‘FE 114 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 12.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 06.08.1992
Last Brake Cylinder: 14.06.1991
Last Single Car Test: 06.08.1992

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘LASHING POINT’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
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02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1989 Repair ‘LASHING POINT’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRANCH PIPE’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘END BRAKE COCK’.
16.05.1990 Repair ‘LASHING POINT’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘END BRAKE COCK’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 115

Details: wagon ‘FE 115 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 04.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 01.10.1992
Last Single Car Test: 01.10.1992

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘LASHING POINT’.
14.08.1989 Repair ‘STANCHION’.
14.08.1989 Repair ‘VEHICLE STENCILS’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘BRAKE LEVER’.
18.03.1991 Repair ‘BRAKE PIN’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1991 Repair ‘STANCHION’.
18.03.1991 Repair ‘WHEEL SET’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 116

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘SIDE BEARER’.
31.08.1989 Repair ‘STANCHION’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘COUPLER COMPLETE’.
25.09.1989 Repair ‘LASHING POINT’.
25.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1989 Repair ‘STANCHION’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BRANCH PIPE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.04.1991 Repair ‘COUPLER COMPLETE’.
10.04.1991 Repair ‘SIDE SHEET’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
08.07.1991 Repair ‘END BRAKE COCK’.
08.07.1991 Repair ‘LASHING POINT’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘BRAKE BLOCK RB95’.
06.11.1991 Repair ‘BRAKE LEVER’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
06.11.1991 Repair ‘LASHING POINT’.
06.11.1991 Repair ‘STANCHION’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘BRAKE PIN’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘BRAKE BLOCK RB95’.
22.10.1993 Repair ‘BRAKE BLOCK RB95’.
22.10.1993 Repair ‘BRANCH PIPE’.
22.10.1993 Repair ‘END BRAKE COCK’.
22.10.1993 Repair ‘LASHING POINT’.
22.10.1993 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘TRAIN PIPE’.
22.10.1993 Repair ‘VEHICLE STENCILS’.
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

19.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Repair ‘VEHICLE RENUMBERED’.
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19.12.1995 Repair ‘VEHICLE RETARE’.
21.12.1995 Reclassified from wagon ‘FE 116 Q’ to ’ wagon ‘QN 45 H’.
21.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FE 117

Details: wagon ‘FE 117 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 24.08.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 14.10.1996
Last Triple Valve: 06.07.1989
Last Brake Cylinder: 22.06.1995
Last Single Car Test: 23.05.1994

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1989 Repair ‘COUPLER COMPLETE’.
06.07.1989 Repair ‘LASHING POINT’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘STANCHION’.
20.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
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21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘LASHING POINT’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘COUPLER COMPLETE’.
13.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1991 Repair ‘TRAIN PIPE (END)’.
13.11.1991 Repair ‘WHEEL SET’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘BRAKE BLOCK RB95’.
07.08.1992 Repair ‘BRAKE BLOCK RB95’.
07.08.1992 Repair ‘COUPLER COMPLETE’.
07.08.1992 Repair ‘SIDE MEMBER’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘BRAKE PIN’.
23.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘COUPLER KNUCKLE’.
23.05.1994 Repair ‘LASHING POINT’.
23.05.1994 Repair ‘STANCHION’.
23.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

21.06.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1996 Repair ‘BRANCH PIPE’.
13.02.1996 Repair ‘TRAIN PIPE (END)’.
26.06.1996 Repair ‘LASHING POINT’.
14.10.1996 Repair ‘COUPLER TRIGGER LEVER’.
14.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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FE 118

13.12.1995 Reclassified from wagon ‘FE 118 L’ to ’ wagon ‘QN 41 R’.

FE 119

Details: wagon ‘FE 119 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 24.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 08.07.1996
Last Brake Cylinder: 31.05.1994
Last Single Car Test: 31.05.1994

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRANCH PIPE’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘END HOSE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘WHEEL SET’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘BRAKE PIN’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
09.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

6077



2. TIMS GROUP INFORMATION - WAGONS

09.05.1990 Repair ‘STANCHION’.
09.05.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘LASHING POINT’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘SIDE SHEET’.
14.05.1991 Repair ‘TRAIN PIPE’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘BRANCH PIPE’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘LASHING POINT’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
13.03.1992 Repair ‘STANCHION’.
13.03.1992 Repair ‘TRAIN PIPE’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘BRAKE BLOCK RB95’.
09.06.1992 Repair ‘BRANCH PIPE’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘COUPLER COMPLETE’.
20.07.1992 Repair ‘END BRAKE COCK’.
20.07.1992 Repair ‘END BRAKE COCK’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘SIDE BEARER’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
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30.03.1993 Repair ‘TRAIN PIPE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1994 Repair ‘BOGIE COMPLETE’.
30.05.1994 Repair ‘BRAKE BLOCK RB95’.
30.05.1994 Repair ‘COUPLER COMPLETE’.
30.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.07.1995 Repair ‘TRAIN PIPE (END)’.
06.12.1995 Repair ‘LASHING POINT’.
08.07.1996 Repair ‘BOGIE COMPLETE’.

FE 120

14.08.1995 Reclassified from wagon ‘FE 120 Q’ to ’ wagon ‘QN 25 Y’.

FE 121

Details: wagon ‘FE 121 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 24.08.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 28.04.1994
Last Single Car Test: 29.04.1994

01.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1990 Repair ‘SIDE BEARER’.
30.04.1990 Repair ‘VEHICLE STENCILS’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘BRAKE PIN’.
03.08.1993 Repair ‘BRANCH PIPE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
28.04.1994 Repair ‘BRAKE BLOCK RB95’.
28.04.1994 Repair ‘COUPLER COMPLETE’.
28.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 122

15.12.1995 Reclassified from wagon ‘FE 122 L’ to ’ wagon ‘QN 42 D’.

FE 123

18.03.1996 Reclassified from wagon ‘FE 123 U’ to ’ wagon ‘QN 49 U’.

FE 124

Details: wagon ‘FE 124 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 15.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.04.1993
Last Single Car Test: 26.04.1993

18.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE PIN’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘HANDBRAKE HANDLE’.
23.03.1993 Repair ‘STANCHION’.
26.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1993 Repair ‘BOGIE COMPLETE’.
26.04.1993 Repair ‘BRAKE BLOCK RB95’.
26.04.1993 Repair ‘COUPLER COMPLETE’.
26.04.1993 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 125

Details: wagon ‘FE 125 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 10.08.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 18.08.1995
Last Single Car Test: 08.02.1995

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘STANCHION’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘BOGIE COMPLETE’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘COUPLER COMPLETE’.
25.10.1989 Repair ‘LASHING POINT’.
25.10.1989 Repair ‘VEHICLE STENCILS’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘BRAKE LEVER’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
15.01.1990 Repair ‘COUPLER COMPLETE’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRANCH PIPE’.
25.01.1990 Repair ‘COUPLER COMPLETE’.
25.01.1990 Repair ‘COUPLER KNUCKLE’.
25.01.1990 Repair ‘SIDE MEMBER’.
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE COMPLETE’.
16.07.1990 Repair ‘COUPLER COMPLETE’.
16.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1990 Repair ‘HANDBRAKE HANDLE’.
16.07.1990 Repair ‘LASHING POINT’.
16.07.1990 Repair ‘SIDE SILL’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘STANCHION’.
31.07.1991 Repair ‘TRAIN PIPE (END)’.
31.07.1991 Repair ‘WHEEL SET’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRAKE BLOCK RB95’.
21.11.1991 Repair ‘CENTRE SILL’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘STANCHION’.
21.11.1991 Repair ‘WHEEL SET’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘BRANCH PIPE’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘STANCHION’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘STANCHION’.
10.03.1993 Repair ‘WHEEL SET’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BOGIE COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Repair ‘STANCHION’.
10.08.1993 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

31.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1995 Repair ‘BOGIE COMPLETE’.
31.01.1995 Repair ‘COUPLER COMPLETE’.
31.01.1995 Repair ‘WHEEL SET’.
18.08.1995 Repair ‘LASHING POINT’.

FE 126

16.04.1996 Reclassified from wagon ‘FE 126 B’ to ’ wagon ‘QN 56 B’.

FE 127

14.06.1996 Reclassified from wagon ‘FE 127 K’ to ’ wagon ‘QN 63 F’.

FE 128

Details: wagon ‘FE 128 T’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 29.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 02.12.1996
Due Triple Valve: 20.09.1991
Last Triple Valve: 11.05.1994
Last Brake Cylinder: 13.12.1996
Last Single Car Test: 19.01.1995
Last Lift: 16.02.1984

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘END BRAKE COCK’.
09.08.1989 Repair ‘LASHING POINT’.
09.08.1989 Repair ‘SIDE MEMBER’.
09.08.1989 Repair ‘STANCHION’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1989 Repair ‘BOGIE COMPLETE’.
30.10.1989 Repair ‘CARD OR CLIP HOLDER’.
30.10.1989 Repair ‘COUPLER COMPLETE’.
30.10.1989 Repair ‘END BRAKE COCK’.
30.10.1989 Repair ‘TRAIN PIPE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRANCH PIPE’.
02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Repair ‘ISOLATING COCK’.
02.04.1990 Repair ‘STANCHION’.
02.04.1990 Repair ‘TRAIN PIPE’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRAKE LEVER’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘BRANCH PIPE’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘SIDE BEARER’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘BOGIE COMPLETE’.
20.05.1991 Repair ‘COUPLER COMPLETE’.
20.05.1991 Repair ‘END BRAKE COCK’.
20.05.1991 Repair ‘GRADE CONTROL VALVE’.
20.05.1991 Repair ‘TRAIN PIPE’.
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE COMPLETE’.
13.07.1992 Repair ‘COUPLER COMPLETE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘STANCHION’.
13.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE PIN’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRANCH PIPE’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘TRAIN PIPE (END)’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘BRAKE BLOCK RB95’.
11.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘END HOSE’.
11.05.1994 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1995 Repair ‘BRAKE BLOCK RB95’.
17.01.1995 Repair ‘BRAKE PULL ROD’.
17.01.1995 Repair ‘BRAKE SPREADER & HANGERS’.
17.01.1995 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
18.12.1995 Repair ‘BRAKE BLOCK RB95’.
02.12.1996 Repair ‘COUPLER KNUCKLE’.
02.12.1996 Repair ‘LASHING POINT’.
02.12.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

FE 129

Details: wagon ‘FE 129 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 25.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 04.02.1994
Last Triple Valve: 01.10.1990
Last Brake Cylinder: 22.11.1988
Last Single Car Test: 08.02.1994

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘COUPLER COMPLETE’.
26.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1989 Repair ‘LASHING POINT’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1989 Repair ‘SIDE BEARER’.
26.07.1989 Repair ‘STANCHION’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.11.1989 Repair ‘WEAR PLATES & SADDLES’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRANCH PIPE’.
01.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRANCH PIPE’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘LASHING POINT’.
06.03.1991 Repair ‘STANCHION’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BOGIE SPRING’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘BRAKE LEVER’.
09.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘WEAR PLATES & SADDLES’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
04.02.1994 Repair ‘HANDBRAKE HANDLE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
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Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 130

Details: wagon ‘FE 130 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 03.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 11.10.1993
Last Single Car Test: 11.10.1993

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1989 Repair ‘SIDE BEARER’.
28.07.1989 Repair ‘TOP CENTRE PLATE’.
28.07.1989 Repair ‘TRAIN PIPE (END)’.
28.07.1989 Repair ‘TRAIN PIPE’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1990 Repair ‘TRAIN PIPE’.
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘COUPLER COMPLETE’.
04.11.1991 Repair ‘LASHING POINT’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
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29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘END BRAKE COCK’.
29.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1992 Repair ‘HANDBRAKE HANDLE’.
29.07.1992 Repair ‘TRAIN PIPE (END)’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1993 Repair ‘BOGIE COMPLETE’.
11.10.1993 Repair ‘BRAKE BLOCK RB95’.
11.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 131

18.03.1996 Reclassified from wagon ‘FE 131 K’ to ’ wagon ‘QN 50 Q’.

FE 132

Details: wagon ‘FE 132 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 10.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.06.1996
Last Brake Cylinder: 03.07.1996
Last Single Car Test: 03.07.1996

30.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
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21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘GRADE CONTROL VALVE’.
21.09.1989 Repair ‘LASHING POINT’.
21.09.1989 Repair ‘LASHING POINT’.
21.09.1989 Repair ‘SIDE MEMBER’.
21.09.1989 Repair ‘VEHICLE STENCILS’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘BRANCH PIPE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘SIDE MEMBER’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.07.1990 Repair ‘COUPLER COMPLETE’.
19.07.1990 Repair ‘LASHING POINT’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘LASHING POINT’.
17.04.1991 Repair ‘STANCHION’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘COUPLER COMPLETE’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE LEVER’.
05.11.1991 Repair ‘BRAKE LEVER’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘LASHING POINT’.
05.11.1991 Repair ‘LASHING POINT’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE LEVER’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘END BRAKE COCK’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Repair ‘LASHING POINT’.
12.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1992 Repair ‘STANCHION’.
12.06.1992 Repair ‘WHEEL SET’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘BRAKE PIN’.
22.07.1992 Repair ‘BRAKE PULL ROD’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘END BRAKE COCK’.
22.07.1992 Repair ‘END BRAKE COCK’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE COMPLETE’.
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘BRAKE PIN’.
11.11.1993 Repair ‘END BRAKE COCK’.
11.11.1993 Repair ‘END HOSE’.
11.11.1993 Repair ‘TRAIN PIPE’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘BRAKE PIN’.
09.05.1994 Repair ‘BRAKE PULL ROD’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

26.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

FE 133

Details: wagon ‘FE 133 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 24.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
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BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 03.04.1996
Last Single Car Test: 14.06.1994
Last Lift: 17.10.1983

05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘END FRAME MEMBER’.
05.08.1993 Repair ‘VEHICLE STENCILS’.
05.08.1993 Repair ‘WHEEL SET’.
09.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1994 Repair ‘BOGIE COMPLETE’.
09.06.1994 Repair ‘COUPLER COMPLETE’.
09.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1994 Repair ‘LASHING POINT’.
09.06.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.08.1995 Repair ‘LASHING POINT’.
03.04.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 134

22.03.1995 Reclassified from wagon ‘FE 134 Y’ to ’ wagon ‘QN 2 R’.

FE 135

Details: wagon ‘FE 135 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 10.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 11.03.1993
Last Triple Valve: 30.11.1992
Last Brake Cylinder: 22.04.1991
Last Single Car Test: 11.03.1993
Last Lift: 12.10.1983

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘BRAKE PULL ROD’.
08.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1989 Repair ‘SIDE BEARER’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.11.1989 Repair ‘STANCHION’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRAKE PULL ROD’.
13.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Repair ‘STANCHION’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘BRANCH PIPE’.
24.10.1990 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘END HOSE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘TRAIN PIPE (END)’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘BRAKE BLOCK RB95’.
04.10.1991 Repair ‘BRANCH PIPE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘BRANCH PIPE’.

6093



2. TIMS GROUP INFORMATION - WAGONS

30.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘TRAIN PIPE’.
30.11.1992 Repair ‘WHEEL SET’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRANCH PIPE’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 136

Details: wagon ‘FE 136 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.02.1996
Last Triple Valve: 20.07.1990
Last Brake Cylinder: 18.06.1991
Last Single Car Test: 17.12.1993
Last Lift: 12.05.1982

18.09.1989 Repair ‘BRAKE BLOCK RB95’.
03.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
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20.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘SIDE BEARER’.
20.07.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘LASHING POINT’.
09.08.1990 Repair ‘SIDE BEARER’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Repair ‘STANCHION’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘LASHING POINT’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

26.02.1996 Repair ‘END BRAKE COCK’.
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FE 137

Details: wagon ‘FE 137 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 10.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 09.06.1992
Last Single Car Test: 09.06.1992
Last Lift: 28.11.1983

25.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘BRANCH PIPE’.
26.10.1990 Repair ‘COUPLER COMPLETE’.
26.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1990 Repair ‘SIDE MEMBER’.
26.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘COUPLER COMPLETE’.
15.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1991 Repair ‘WHEEL SET’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘BRAKE BLOCK RB95’.
31.10.1991 Repair ‘COUPLER COMPLETE’.
31.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1991 Repair ‘LASHING POINT’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘LASHING POINT’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1992 Repair ‘LASHING POINT’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘STANCHION’.
09.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 138

Details: wagon ‘FE 138 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 21.06.1994
Last Triple Valve: 24.08.1993
Last Brake Cylinder: 26.09.1991
Last Single Car Test: 21.06.1994

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘BRANCH PIPE’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘LASHING POINT’.
24.07.1989 Repair ‘SIDE BEARER’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘STANCHION’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘BRAKE CONTROL PIPE’.
23.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.02.1990 Repair ‘COUPLER COMPLETE’.
23.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1990 Repair ‘TRAIN PIPE’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘COUPLER COMPLETE’.
31.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1990 Repair ‘HANDBRAKE HANDLE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘BRANCH PIPE’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1991 Repair ‘TRAIN PIPE (END)’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BRAKE CONTROL PIPE’.
24.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘WHEEL SET’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

6098



2.280. Wagon classification starting with ‘FE’

07.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘BRAKE PIN’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘COUPLER KNUCKLE’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 139

Details: wagon ‘FE 139 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Capacity of 50 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 17.05.1994
Last Single Car Test: 17.05.1994

16.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘LASHING POINT’.
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14.12.1989 Repair ‘SIDE MEMBER’.
14.12.1989 Repair ‘STANCHION’.
14.12.1989 Repair ‘VEHICLE STENCILS’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK OTHER’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
16.05.1990 Repair ‘LASHING POINT’.
16.05.1990 Repair ‘STANCHION’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘END HOSE’.
22.02.1991 Repair ‘STANCHION’.
22.02.1991 Repair ‘TRAIN PIPE (END)’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘LASHING POINT’.
13.08.1991 Repair ‘STANCHION’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRAKE BLOCK RB95’.
17.05.1994 Repair ‘BRAKE PIN’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘END BRAKE COCK’.
17.05.1994 Repair ‘LASHING POINT’.
17.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1994 Repair ‘STANCHION’.
17.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 140

Details: wagon ‘FE 140 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 15.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 28.04.1997
Last Triple Valve: 08.02.1994
Last Single Car Test: 08.02.1994
Last Lift: 29.10.1983

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘STANCHION’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE PULL ROD’.
07.04.1993 Repair ‘BRANCH PIPE’.
07.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.04.1993 Repair ‘LASHING POINT’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BRAKE BLOCK RB95’.
04.02.1994 Repair ‘BRAKE PIN’.
04.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

20.02.1996 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1997 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 141

Details: wagon ‘FE 141 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 29.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 01.06.1988
Last Single Car Test: 03.05.1989

19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 142

25.03.1996 Reclassified from wagon ‘FE 142 E’ to ’ wagon ‘QN 51 C’.

FE 143

Details: wagon ‘FE 143 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 15.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 21.06.1995
Due Triple Valve: 22.06.1996
Last Single Car Test: 08.02.1994

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE PIN’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘LASHING POINT’.
27.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE COMPLETE’.
28.05.1990 Repair ‘COUPLER COMPLETE’.
28.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1990 Repair ‘SIDE MEMBER’.
28.05.1990 Repair ‘TRAIN PIPE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1990 Repair ‘STANCHION’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRAKE BLOCK RB95’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘STANCHION’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE BLOCK RB95’.
22.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1991 Repair ‘COUPLER COMPLETE’.
22.11.1991 Repair ‘END HOSE’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘BRAKE BLOCK RB95’.
25.08.1992 Repair ‘BRAKE BLOCK RB95’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘STANCHION’.
25.08.1992 Repair ‘STANCHION’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘BRAKE PIN’.
08.02.1994 Repair ‘BRANCH PIPE’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘LASHING POINT’.
08.02.1994 Repair ‘LASHING POINT’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

21.06.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.

FE 144

12.03.1996 Reclassified from wagon ‘FE 144 W’ to ’ wagon ‘QN 47 C’.

FE 145

Details: wagon ‘FE 145 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 19.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 15.03.1994
Last Single Car Test: 15.03.1994

13.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
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21.03.1990 Repair ‘STANCHION’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘COUPLER COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘STANCHION’.
19.04.1991 Repair ‘VEHICLE STENCILS’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘BRAKE PIN’.
07.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
07.02.1994 Repair ‘END BRAKE COCK’.
07.02.1994 Repair ‘LASHING POINT’.
07.02.1994 Repair ‘LASHING POINT’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE LEVER’.
15.03.1994 Repair ‘BRAKE PIN’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 146

Details: wagon ‘FE 146 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Single Car Test: 25.11.1991

13.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘END BRAKE COCK’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1990 Repair ‘VEHICLE STENCILS’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘COUPLER COMPLETE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘LASHING POINT’.
05.06.1991 Repair ‘VEHICLE STENCILS’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’
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FE 147

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FE 148

Details: wagon ‘FE 148 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 07.05.1994
Last Triple Valve: 20.03.1991
Last Single Car Test: 07.05.1994
Last Lift: 15.11.1983

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1989 Repair ‘STANCHION’.
10.07.1989 Repair ‘VEHICLE STENCILS’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘END HOSE’.
31.01.1990 Repair ‘STANCHION’.
31.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
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15.06.1990 Repair ‘BRAKE PIN’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘COUPLER COMPLETE’.
15.06.1990 Repair ‘GRADE CONTROL VALVE’.
15.06.1990 Repair ‘SIDE SHEET’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘COUPLER COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1990 Repair ‘STANCHION’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘AXLEBOX’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘LASHING POINT’.
20.03.1991 Repair ‘SIDE SILL’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRANCH PIPE’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
06.11.1991 Repair ‘STANCHION’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘VEHICLE STENCILS’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘BRAKE LEVER’.
17.11.1992 Repair ‘BRANCH PIPE’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘LASHING POINT’.
17.11.1992 Repair ‘TRAIN PIPE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘BRANCH PIPE’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
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07.05.1994 Repair ‘GRADE CONTROL VALVE’.
07.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 149

14.06.1996 Reclassified from wagon ‘FE 149 V’ to ’ wagon ‘QN 64 Y’.

FE 150

Details: wagon ‘FE 150 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 03.08.1995
Last Single Car Test: 29.08.1994

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘SIDE MEMBER’.
10.07.1989 Repair ‘STANCHION’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BEARERS’.
22.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
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22.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1989 Repair ‘HANDBRAKE HANDLE’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘VEHICLE STENCILS’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE LEVER’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘STANCHION’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘BRAKE BLOCK RB95’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.03.1992 Repair ‘COUPLER COMPLETE’.
25.03.1992 Repair ‘HANDBRAKE HANDLE’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE PULL ROD’.
20.07.1992 Repair ‘COUPLER COMPLETE’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘END BRAKE COCK’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRANCH PIPE’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Repair ‘LASHING POINT’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
25.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1994 Repair ‘BOGIE COMPLETE’.
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25.08.1994 Repair ‘BRAKE BLOCK RB95’.
25.08.1994 Repair ‘COUPLER COMPLETE’.
25.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1994 Repair ‘LASHING POINT’.
25.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.08.1995 Repair ‘STANCHION’.

FE 151

Details: wagon ‘FE 151 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.08.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.06.1996
Last Single Car Test: 21.03.1996

14.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRANCH PIPE’.
11.09.1989 Repair ‘COUPLER COMPLETE’.
11.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1989 Repair ‘HANDBRAKE HANDLE’.
11.09.1989 Repair ‘LASHING POINT’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BRANCH PIPE’.
28.06.1991 Repair ‘COUPLER COMPLETE’.
28.06.1991 Repair ‘STANCHION’.
28.06.1991 Repair ‘WHEEL SET’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘COUPLER COMPLETE’.
11.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1991 Repair ‘LASHING POINT’.
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE CONTROL PIPE’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘COUPLER COMPLETE’.
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1994 Repair ‘BOGIE COMPLETE’.
16.08.1994 Repair ‘BRAKE BLOCK RB95’.
16.08.1994 Repair ‘COUPLER COMPLETE’.
16.08.1994 Repair ‘COUPLER TRIGGER LEVER’.
16.08.1994 Repair ‘LASHING POINT’.
16.08.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

20.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1996 Repair ‘GRADE CONTROL VALVE’.

FE 152

Details: wagon ‘FE 152 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 29.12.1972
Operating System: AN
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Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 11.10.1993
Last Triple Valve: 11.10.1993
Last Single Car Test: 11.10.1993

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1989 Repair ‘LASHING POINT’.
19.07.1989 Repair ‘SIDE MEMBER’.
19.07.1989 Repair ‘STANCHION’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘BRAKE PULL ROD’.
06.09.1989 Repair ‘BRANCH PIPE’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘BRAKE BLOCK OTHER’.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘STANCHION’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘COUPLER COMPLETE’.
13.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1989 Repair ‘STANCHION’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1990 Repair ‘BOGIE COMPLETE’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
26.02.1990 Repair ‘COUPLER COMPLETE’.
26.02.1990 Repair ‘STANCHION’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘BRAKE PULL ROD’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘COUPLER KNUCKLE’.
14.05.1991 Repair ‘LASHING POINT’.
14.05.1991 Repair ‘WHEEL SET’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE COMPLETE’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘STANCHION’.
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13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE COMPLETE’.
13.07.1992 Repair ‘BRAKE BLOCK RB95’.
13.07.1992 Repair ‘COUPLER COMPLETE’.
13.07.1992 Repair ‘STANCHION’.
24.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1992 Repair ‘BOGIE COMPLETE’.
24.12.1992 Repair ‘BRAKE BLOCK RB95’.
24.12.1992 Repair ‘BRAKE PULL ROD’.
24.12.1992 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘END BRAKE COCK’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BRAKE BLOCK RB95’.
11.10.1993 Repair ‘BRAKE CONTROL PIPE’.
11.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.10.1993 Repair ‘LASHING POINT’.
11.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 153

Details: wagon ‘FE 153 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 21.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 30.06.1992
Last Brake Cylinder: 10.04.1989
Last Single Car Test: 30.06.1992

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘TRAIN PIPE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1990 Repair ‘SIDE BEARER’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘BRAKE BLOCK RB95’.
14.05.1991 Repair ‘BRAKE LEVER’.
14.05.1991 Repair ‘BRAKE PIN’.
14.05.1991 Repair ‘BRAKE PULL ROD’.
14.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘STANCHION’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘TRAIN PIPE (END)’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘BRAKE BLOCK RB95’.
30.06.1992 Repair ‘BRANCH PIPE’.
30.06.1992 Repair ‘COUPLER COMPLETE’.
30.06.1992 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 154

01.04.1996 Reclassified from wagon ‘FE 154 H’ to ’ wagon ‘QN 54 G’.

FE 155

Details: wagon ‘FE 155 Q’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 05.08.1993
Last Triple Valve: 01.06.1988
Last Brake Cylinder: 19.04.1990
Last Single Car Test: 05.08.1993

08.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘VEHICLE STENCILS’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘LASHING POINT’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1990 Repair ‘SIDE MEMBER’.
19.04.1990 Repair ‘SIDE SILL’.
19.04.1990 Repair ‘STANCHION’.
19.04.1990 Repair ‘VEHICLE STENCILS’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1990 Repair ‘BOGIE COMPLETE’.
18.06.1990 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘LASHING POINT’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘BRAKE PIN’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
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03.02.1992 Repair ‘HANDBRAKE HANDLE’.
03.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 156

Details: wagon ‘FE 156 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 16.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Single Car Test: 13.09.1989
Last Lift: 07.10.1982

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
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QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 157

Details: wagon ‘FE 157 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 24.08.1995
Last Single Car Test: 12.11.1993
Last Lift: 20.09.1982

25.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘BRANCH PIPE’.
23.02.1990 Repair ‘COUPLER COMPLETE’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Repair ‘TRAIN PIPE’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRANCH PIPE’.
03.04.1990 Repair ‘COUPLER COMPLETE’.
03.04.1990 Repair ‘LASHING POINT’.
03.04.1990 Repair ‘TRAIN PIPE’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘END FRAME MEMBER’.
04.08.1993 Repair ‘VEHICLE STENCILS’.
04.08.1993 Repair ‘WHEEL SET’.
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13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE COMPLETE’.
13.10.1993 Repair ‘COUPLER COMPLETE’.
13.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE COMPLETE’.
11.11.1993 Repair ‘COUPLER COMPLETE’.
11.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Repair ‘HANDBRAKE HANDLE’.
11.11.1993 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

21.06.1995 Repair ‘END BRAKE COCK’.
24.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 158

Details: wagon ‘FE 158 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 06.04.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 09.04.1992
Due Triple Valve: 10.04.1990
Last Triple Valve: 18.04.1991
Last Single Car Test: 09.04.1992

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRAKE PULL ROD’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
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25.07.1989 Repair ‘LASHING POINT’.
25.07.1989 Repair ‘SIDE SILL’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1989 Repair ‘LASHING POINT’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘COUPLER COMPLETE’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1990 Repair ‘LASHING POINT’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘BRANCH PIPE’.
18.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘LASHING POINT’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRANCH PIPE’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘LASHING POINT’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK RB95’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Repair ‘VEHICLE STENCILS’.
05.02.1992 Repair ‘WHEEL SET’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
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Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 159

12.04.1995 Reclassified from wagon ‘FE 159 G’ to ’ wagon ‘QN 6 H’.

FE 160

Details: wagon ‘FE 160 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 28.08.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.05.1994
Last Single Car Test: 25.05.1994

08.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘STANCHION’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘BRAKE PIN’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
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01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘END BRAKE COCK’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Repair ‘STANCHION’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Repair ‘WHEEL SET’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘BRAKE BLOCK RB95’.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 161

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘BRAKE CONTROL PIPE’.
27.04.1990 Repair ‘BRANCH PIPE’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘SIDE SILL’.
27.04.1990 Repair ‘TRAIN PIPE’.
27.04.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FE 162

30.05.1996 Reclassified from wagon ‘FE 162 U’ to ’ wagon ‘QN 62 T’.

FE 163

Details: wagon ‘FE 163 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 25.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 11.08.1994
Last Brake Cylinder: 17.01.1992
Last Single Car Test: 15.08.1994

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Repair ‘BRANCH PIPE’.
19.07.1989 Repair ‘COUPLER COMPLETE’.
19.07.1989 Repair ‘LASHING POINT’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘END BRAKE COCK’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘BRANCH PIPE’.
18.12.1989 Repair ‘COUPLER COMPLETE’.
18.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1989 Repair ‘STANCHION’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
10.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Repair ‘LASHING POINT’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘AXLEBOX’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘BRAKE PIN’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
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12.03.1991 Repair ‘LASHING POINT’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRANCH PIPE’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘END BRAKE COCK’.
10.05.1991 Repair ‘LASHING POINT’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘COUPLER COMPLETE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
17.01.1992 Repair ‘LASHING POINT’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘BRAKE BLOCK RB95’.
04.06.1992 Repair ‘BRAKE PIN’.
04.06.1992 Repair ‘COUPLER COMPLETE’.
04.06.1992 Repair ‘LASHING POINT’.
04.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘STANCHION’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘END BRAKE COCK’.
29.03.1993 Repair ‘LASHING POINT’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE CONTROL PIPE’.
05.08.1993 Repair ‘TRAIN PIPE’.
05.08.1993 Repair ‘TRAIN PIPE’.
11.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1994 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘BRAKE BLOCK RB95’.
11.08.1994 Repair ‘BRANCH PIPE’.
11.08.1994 Repair ‘COUPLER COMPLETE’.
11.08.1994 Repair ‘COUPLER KNUCKLE’.
11.08.1994 Repair ‘LASHING POINT’.
11.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
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QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 164

27.06.1996 Reclassified from wagon ‘FE 164 P’ to ’ wagon ‘QN 66 J’.

FE 165

12.03.1996 Reclassified from wagon ‘FE 165 B’ to ’ wagon ‘QN 48 L’.

FE 166

Details: wagon ‘FE 166 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 30.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 30.06.1993
Due Triple Valve: 06.11.1993
Last Triple Valve: 12.03.1993
Last Brake Cylinder: 30.06.1993
Last Single Car Test: 30.06.1993
Last Lift: 24.05.1983

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘COUPLER COMPLETE’.
15.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1989 Repair ‘LASHING POINT’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
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11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1990 Repair ‘LASHING POINT’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘LASHING POINT’.
14.08.1991 Repair ‘TRAIN PIPE’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘BRAKE BLOCK RB95’.
24.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1992 Repair ‘COUPLER COMPLETE’.
24.07.1992 Repair ‘LASHING POINT’.
24.07.1992 Repair ‘STANCHION’.
24.07.1992 Repair ‘STANCHION’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘BRANCH PIPE’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘GRADE CONTROL VALVE’.
06.11.1992 Repair ‘LASHING POINT’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.03.1993 Repair ‘LASHING POINT’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BRAKE BLOCK RB95’.
30.06.1993 Repair ‘COUPLER COMPLETE’.
30.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1993 Repair ‘HANDBRAKE HANDLE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 167

22.04.1996 Reclassified from wagon ‘FE 167 T’ to ’ wagon ‘QN 58 T’.
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FE 168

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FE 169

05.06.1995 Reclassified from wagon ‘FE 169 Y’ to ’ wagon ‘QN 16 P’.

FE 170

Details: wagon ‘FE 170 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 06.07.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 13.03.1996
Last Brake Cylinder: 18.03.1992
Last Single Car Test: 14.03.1996

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘LASHING POINT’.
18.08.1989 Repair ‘LASHING POINT’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1990 Repair ‘TRAIN PIPE’.
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10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘BRANCH PIPE’.
04.11.1991 Repair ‘COUPLER COMPLETE’.
04.11.1991 Repair ‘LASHING POINT’.
04.11.1991 Repair ‘NYLON HOSE’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘BRANCH PIPE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE PIN’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘END BRAKE COCK’.
18.03.1992 Repair ‘HANDBRAKE HANDLE’.
18.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1992 Repair ‘BOGIE COMPLETE’.
03.08.1992 Repair ‘COUPLER COMPLETE’.
03.08.1992 Repair ‘STANCHION’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘BRAKE BLOCK RB95’.
21.09.1992 Repair ‘BRANCH PIPE’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘LASHING POINT’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘COUPLER COMPLETE’.
05.10.1993 Repair ‘LASHING POINT’.
05.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1993 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’
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13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1996 Repair ‘BRAKE BLOCK RB95’.

FE 171

Details: wagon ‘FE 171 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 25.06.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.01.1994
Last Triple Valve: 22.01.1994
Last Single Car Test: 22.01.1994

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘LASHING POINT’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘BRANCH PIPE’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘BRAKE PIN’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘STANCHION’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
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06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘COUPLER KNUCKLE’.
06.02.1992 Repair ‘SIDE SHEET’.
06.02.1992 Repair ‘TRAIN PIPE’.
06.02.1992 Repair ‘VEHICLE STENCILS’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1993 Repair ‘HANDBRAKE HANDLE’.
04.08.1993 Repair ‘WHEEL SET’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘BOGIE COMPLETE’.
22.01.1994 Repair ‘BRAKE BLOCK RB95’.
22.01.1994 Repair ‘BRAKE CONTROL PIPE’.
22.01.1994 Repair ‘BRANCH PIPE’.
22.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.01.1994 Repair ‘COUPLER COMPLETE’.
22.01.1994 Repair ‘END BRAKE COCK’.
22.01.1994 Repair ‘LASHING POINT’.
22.01.1994 Repair ‘TRAIN PIPE’.
22.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 172

05.10.1995 Reclassified from wagon ‘FE 172 F’ to ’ wagon ‘QN 35 W’.

FE 173

Details: wagon ‘FE 173 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
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Date Built: 06.07.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 02.02.1993
Last Single Car Test: 02.02.1993
Last Lift: 09.02.1984

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘COUPLER COMPLETE’.
19.09.1989 Repair ‘LASHING POINT’.
19.09.1989 Repair ‘SIDE SHEET’.
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘COUPLER COMPLETE’.
08.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘BRAKE PULL ROD’.
28.09.1990 Repair ‘COUPLER COMPLETE’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.
28.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1990 Repair ‘VEHICLE STENCILS’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘BRANCH PIPE’.
05.07.1991 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘BRAKE PULL ROD’.
22.01.1992 Repair ‘BRAKE PULL ROD’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘END BRAKE COCK’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK RB95’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
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05.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘COUPLER COMPLETE’.
07.08.1992 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘HOSE FITTINGS’.
02.02.1993 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 174

Details: wagon ‘FE 174 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 01.06.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Triple Valve: 28.01.1993
Last Single Car Test: 17.12.1993

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRANCH PIPE’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘END BRAKE COCK’.
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14.03.1990 Repair ‘TRAIN PIPE (END)’.
14.03.1990 Repair ‘TRAIN PIPE’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘COUPLER COMPLETE’.
19.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE PIN’.
05.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE LEVER’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘COUPLER COMPLETE’.
12.06.1992 Repair ‘STANCHION’.
12.06.1992 Repair ‘WHEEL SET’.
12.06.1992 Repair ‘WHEEL SET’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘COUPLER COMPLETE’.
08.07.1992 Repair ‘STANCHION’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘BRANCH PIPE’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘SIDE MEMBER’.
01.12.1992 Repair ‘TRAIN PIPE (END)’.
01.12.1992 Repair ‘TRAIN PIPE’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.01.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
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17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 175

Details: wagon ‘FE 175 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 25.06.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 28.06.1995
Last Single Car Test: 25.05.1994

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘STANCHION’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
05.10.1989 Repair ‘LASHING POINT’.
05.10.1989 Repair ‘STANCHION’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
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03.04.1990 Repair ‘COUPLER COMPLETE’.
03.04.1990 Repair ‘STANCHION’.
03.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1993 Repair ‘BOGIE COMPLETE’.
04.10.1993 Repair ‘BRAKE BLOCK RB95’.
04.10.1993 Repair ‘COUPLER COMPLETE’.
04.10.1993 Repair ‘LASHING POINT’.
04.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1993 Repair ‘VEHICLE STENCILS’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘BRAKE PULL ROD’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

28.06.1995 Repair ‘WHEEL SET’.

FE 176

Details: wagon ‘FE 176 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 18.05.1973
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Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 07.10.1991
Last Brake Cylinder: 20.03.1991
Last Single Car Test: 08.10.1991
Last Lift: 11.02.1983

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘LASHING POINT’.
19.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘COUPLER COMPLETE’.
06.10.1989 Repair ‘END BRAKE COCK’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘COUPLER COMPLETE’.
11.04.1990 Repair ‘LASHING POINT’.
11.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘STANCHION’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘BRAKE BLOCK RB95’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘LASHING POINT’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 177

Details: wagon ‘FE 177 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105A
Date Built: 29.06.1973
Operating System: AN
Intended Use: LOGS
Remarks: TRANSITION WAGON
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 10.08.1993
Last Single Car Test: 10.08.1993

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘LASHING POINT’.
07.11.1989 Repair ‘SIDE BEARER’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘BRANCH PIPE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘LASHING POINT’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘BRAKE BLOCK OTHER’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘BRANCH PIPE’.
28.05.1991 Repair ‘COUPLER COMPLETE’.
28.05.1991 Repair ‘LASHING POINT’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘BRANCH PIPE’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘BRAKE LEVER’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 178

Details: wagon ‘FE 178 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 30.11.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.06.1996
Last Single Car Test: 12.05.1994

29.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1989 Repair ‘STANCHION’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
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08.10.1990 Repair ‘COUPLER COMPLETE’.
08.10.1990 Repair ‘END BRAKE COCK’.
08.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1990 Repair ‘SIDE MEMBER’.
08.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘LASHING POINT’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRANCH PIPE’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘LASHING POINT’.
30.04.1991 Repair ‘STANCHION’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘LASHING POINT’.
03.09.1991 Repair ‘STANCHION’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘COUPLER COMPLETE’.
20.07.1992 Repair ‘LASHING POINT’.
20.07.1992 Repair ‘STANCHION’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
24.08.1992 Repair ‘END BRAKE COCK’.
24.08.1992 Repair ‘END HOSE’.
24.08.1992 Repair ‘SIDE MEMBER’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘BRAKE PIN’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘STANCHION’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE BLOCK RB95’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
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12.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

26.06.1996 Repair ‘BRANCH PIPE’.

FE 179

Details: wagon ‘FE 179 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 10.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Triple Valve: 27.11.1989
Last Single Car Test: 28.05.1990

26.09.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘END BRAKE COCK’.
31.10.1989 Repair ‘LASHING POINT’.
31.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘GRADE CONTROL VALVE’.
27.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
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09.05.1990 Repair ‘BRANCH PIPE’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
09.05.1990 Repair ‘ISOLATING COCK’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE COMPLETE’.
28.05.1990 Repair ‘COUPLER COMPLETE’.
28.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 180

19.12.1995 Reclassified from wagon ‘FE 180 S’ to ’ wagon ‘QN 44 V’.

FE 181

Details: wagon ‘FE 181 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 13.07.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 02.07.1996
Last Triple Valve: 24.09.1991
Last Brake Cylinder: 24.09.1991
Last Single Car Test: 08.02.1994
Last Lift: 24.06.1983

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘BRANCH PIPE’.
18.09.1989 Repair ‘COUPLER COMPLETE’.
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18.09.1989 Repair ‘LASHING POINT’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1990 Repair ‘BOGIE COMPLETE’.
18.05.1990 Repair ‘BRANCH PIPE’.
18.05.1990 Repair ‘COUPLER COMPLETE’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘COUPLER COMPLETE’.
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Repair ‘HANDBRAKE HANDLE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1991 Repair ‘COUPLER COMPLETE’.
30.05.1991 Repair ‘COUPLER KNUCKLE’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1991 Repair ‘WHEEL SET’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘BRANCH PIPE’.
24.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRANCH PIPE’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘LASHING POINT’.
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

02.07.1996 Repair ‘BOGIE COMPLETE’.
02.07.1996 Repair ‘BOGIE COMPLETE’.

FE 182

18.09.1995 Reclassified from wagon ‘FE 182 N’ to ’ wagon ‘QN 31 J’.
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FE 183

03.07.1995 Reclassified from wagon ‘FE 183 W’ to ’ wagon ‘QN 19 T’.

FE 184

Details: wagon ‘FE 184 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 18.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 24.11.1993
Last Triple Valve: 28.06.1990
Last Brake Cylinder: 24.11.1993
Last Single Car Test: 24.11.1993

19.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘BOGIE SPRING’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘LASHING POINT’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘BRANCH PIPE’.
28.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
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18.11.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘LASHING POINT’.
18.11.1991 Repair ‘STANCHION’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘BOGIE SIDEFRAME’.
11.06.1992 Repair ‘BRAKE BLOCK RB95’.
11.06.1992 Repair ‘BRAKE LEVER’.
11.06.1992 Repair ‘BRAKE PIN’.
11.06.1992 Repair ‘COUPLER COMPLETE’.
11.06.1992 Repair ‘STANCHION’.
11.06.1992 Repair ‘WHEEL SET’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘COUPLER COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘STANCHION’.
23.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BOGIE COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 185

Details: wagon ‘FE 185 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 03.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 24.01.1994
Last Brake Cylinder: 03.05.1991
Last Single Car Test: 24.01.1994
Last Lift: 16.12.1982

18.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘BOGIE COMPLETE’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘COUPLER COMPLETE’.
25.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Repair ‘SIDE MEMBER’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1989 Repair ‘STANCHION’.
27.11.1989 Repair ‘TRAIN PIPE (END)’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘LASHING POINT’.
10.08.1990 Repair ‘LASHING POINT’.
10.08.1990 Repair ‘TRAIN PIPE (END)’.
10.08.1990 Repair ‘TRAIN PIPE (END)’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘END BRAKE COCK’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1990 Repair ‘HANDBRAKE HANDLE’.
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03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘COUPLER COMPLETE’.
03.05.1991 Repair ‘END BRAKE COCK’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Repair ‘STANCHION’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1992 Repair ‘WEAR PLATES & SADDLES’.
20.01.1992 Repair ‘WHEEL SET’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘HANDBRAKE HANDLE’.
12.03.1992 Repair ‘TRAIN PIPE (END)’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘STANCHION’.
08.04.1992 Repair ‘STANCHION’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘BRAKE BLOCK RB95’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘SIDE MEMBER’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’
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FE 186

Details: wagon ‘FE 186 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 03.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 28.11.1991
Last Brake Cylinder: 19.12.1988
Last Single Car Test: 02.12.1991

20.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘COUPLER COMPLETE’.
16.02.1990 Repair ‘SIDE BEARER’.
16.02.1990 Repair ‘WHEEL SET’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
24.10.1990 Repair ‘COUPLER COMPLETE’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
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28.11.1991 Repair ‘BRAKE BLOCK RB95’.
28.11.1991 Repair ‘BRAKE PIN’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1991 Repair ‘COUPLER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 187

22.09.1995 Reclassified from wagon ‘FE 187 M’ to ’ wagon ‘QN 32 S’.

FE 188

Details: wagon ‘FE 188 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 29.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 06.12.1995
Last Triple Valve: 29.06.1988
Last Brake Cylinder: 04.05.1992
Last Single Car Test: 14.09.1993
Last Lift: 29.06.1983

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.10.1989 Repair ‘COUPLER COMPLETE’.
04.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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04.10.1989 Repair ‘LASHING POINT’.
04.10.1989 Repair ‘TOP CENTRE PLATE’.
04.10.1989 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘CENTRE SILL’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘SIDE MEMBER’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1990 Repair ‘COUPLER COMPLETE’.
17.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1990 Repair ‘SIDE BEARER’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1991 Repair ‘SIDE SILL’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘LASHING POINT’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘WHEEL SET’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BRAKE PIN’.
04.05.1992 Repair ‘BRANCH PIPE’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
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14.09.1993 Repair ‘COUPLER COMPLETE’.
14.09.1993 Repair ‘END HOSE’.
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

06.12.1995 Repair ‘BRAKE SPREADER & HANGERS’.

FE 189

Details: wagon ‘FE 189 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 20.11.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 18.08.1995
Last Single Car Test: 18.08.1993

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRANCH PIPE’.
24.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1989 Repair ‘LASHING POINT’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘VEHICLE STENCILS’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE COMPLETE’.
05.02.1990 Repair ‘COUPLER COMPLETE’.
05.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1990 Repair ‘SIDE MEMBER’.
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05.02.1990 Repair ‘STANCHION’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘COUPLER COMPLETE’.
11.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1990 Repair ‘LASHING POINT’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘LASHING POINT’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘END HOSE’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1990 Repair ‘HOSE FITTINGS’.
27.11.1990 Repair ‘TRAIN PIPE’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘BRAKE BLOCK RB95’.
07.10.1991 Repair ‘BRANCH PIPE’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘TRAIN PIPE (END)’.
07.10.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘BRANCH PIPE’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
10.12.1991 Repair ‘WHEEL SET’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘COUPLER COMPLETE’.
07.08.1993 Repair ‘COUPLER KNUCKLE’.
07.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE CONTROL PIPE’.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
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QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

18.08.1995 Repair ‘BRAKE FULCRUM BRACKET’.

FE 190

05.06.1995 Reclassified from wagon ‘FE 190 D’ to ’ wagon ‘QN 15 G’.

FE 191

Details: wagon ‘FE 191 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 13.11.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 15.03.1994
Last Single Car Test: 06.11.1992
Last Lift: 16.11.1983

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘COUPLER COMPLETE’.
28.08.1990 Repair ‘LASHING POINT’.
28.08.1990 Repair ‘STANCHION’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘LASHING POINT’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘TOP CENTRE PLATE’.
21.03.1991 Repair ‘VEHICLE STENCILS’.
21.03.1991 Repair ‘WHEEL SET’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1992 Repair ‘WEAR PLATES & SADDLES’.
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘COUPLER COMPLETE’.
30.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘BRAKE BLOCK RB95’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘WHEEL SET’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 192

Details: wagon ‘FE 192 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 23.11.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 27.05.1994
Due Triple Valve: 31.05.1995
Last Triple Valve: 11.08.1992
Last Single Car Test: 31.05.1994

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1989 Repair ‘LASHING POINT’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘BRANCH PIPE’.
18.12.1989 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘SIDE BEARER’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘AXLEBOX’.
02.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘COUPLER COMPLETE’.
02.09.1991 Repair ‘LASHING POINT’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘BRAKE LEVER’.
29.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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11.08.1992 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK OTHER’.
03.12.1993 Repair ‘BRAKE PIN’.
03.12.1993 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘WHEEL SET’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘BRANCH PIPE’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘TRAIN PIPE’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BODY COMPLETE’.
27.05.1994 Repair ‘BOGIE SPRING’.
27.05.1994 Repair ‘BRAKE BLOCK RB95’.
27.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘HANDBRAKE HANDLE’.
27.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1994 Repair ‘STANCHION’.
27.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 193

Details: wagon ‘FE 193 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 20.11.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Triple Valve: 25.05.1990
Last Brake Cylinder: 13.07.1994
Last Single Car Test: 13.07.1994

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Repair ‘STANCHION’.
17.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRANCH PIPE’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE CONTROL PIPE’.
16.09.1991 Repair ‘BRANCH PIPE’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
11.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1994 Repair ‘BOGIE COMPLETE’.
11.07.1994 Repair ‘BRAKE BLOCK RB95’.
11.07.1994 Repair ‘COUPLER COMPLETE’.
11.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘TRAIN PIPE (END)’.

FE 194

Details: wagon ‘FE 194 Q’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 13.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 27.06.1996
Last Triple Valve: 25.10.1988
Last Brake Cylinder: 04.11.1991
Last Single Car Test: 14.03.1996
Last Lift: 13.08.1982

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Repair ‘STANCHION’.
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘COUPLER COMPLETE’.
07.09.1989 Repair ‘LASHING POINT’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘COUPLER COMPLETE’.
17.01.1990 Repair ‘STANCHION’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘LASHING POINT’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘GRADE CONTROL VALVE’.
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04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘COUPLER COMPLETE’.
04.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRANCH PIPE’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘SIDE MEMBER’.
07.04.1992 Repair ‘STANCHION’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘STANCHION’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1993 Repair ‘HANDBRAKE HANDLE’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1993 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

03.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1996 Repair ‘BRAKE BLOCK RB95’.
27.06.1996 Repair ‘COUPLER KNUCKLE’.

FE 195

Details: wagon ‘FE 195 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
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Date Built: 14.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Last Brake Cylinder: 02.02.1989
Last Single Car Test: 04.12.1990
Last Lift: 03.10.1983

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BEARERS’.
20.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1989 Repair ‘HANDBRAKE HANDLE’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘COUPLER COMPLETE’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1989 Repair ‘VEHICLE STENCILS’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 196

Details: wagon ‘FE 196 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.12.1973
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Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 25.05.1995
Last Brake Cylinder: 31.05.1991
Last Single Car Test: 09.05.1994

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BOGIE WEAR PLATES’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘COUPLER COMPLETE’.
04.10.1989 Repair ‘LASHING POINT’.
04.10.1989 Repair ‘STANCHION’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘SIDE MEMBER’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘WHEEL SET’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘LASHING POINT’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘BRAKE BLOCK RB95’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1991 Repair ‘VEHICLE STENCILS’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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09.09.1991 Repair ‘SIDE BEARER’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘LASHING POINT’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘STANCHION’.
09.05.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

25.05.1995 Repair ‘BRAKE BLOCK RB95’.

FE 197

Details: wagon ‘FE 197 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 27.08.1992
Last Single Car Test: 28.08.1992

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1989 Repair ‘LASHING POINT’.
18.08.1989 Repair ‘VEHICLE STENCILS’.
18.08.1989 Repair ‘YOKE CARRIER’.
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02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BRANCH PIPE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘BRAKE BLOCK RB95’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
22.02.1990 Repair ‘STANCHION’.
22.02.1990 Repair ‘TRAIN PIPE’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1990 Repair ‘TRAIN PIPE’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRAKE BLOCK RB95’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1991 Repair ‘TRAIN PIPE’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘TRAIN PIPE’.
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1992 Repair ‘BOGIE COMPLETE’.
27.08.1992 Repair ‘BRAKE BLOCK RB95’.
27.08.1992 Repair ‘COUPLER COMPLETE’.
27.08.1992 Repair ‘SIDE MEMBER’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 198

Details: wagon ‘FE 198 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 13.03.1996
Due Triple Valve: 02.09.1989
Last Brake Cylinder: 20.05.1992
Last Single Car Test: 14.03.1996

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘LASHING POINT’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘STANCHION’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘COUPLER COMPLETE’.
26.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘BRAKE PIN’.
10.12.1990 Repair ‘BRANCH PIPE’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘LASHING POINT’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘LASHING POINT’.
14.03.1991 Repair ‘STANCHION’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE BLOCK RB95’.
20.05.1992 Repair ‘COUPLER COMPLETE’.
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20.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘WHEEL SET’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

21.06.1995 Repair ‘COUPLER KNUCKLE’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1996 Repair ‘BRAKE BLOCK RB95’.

FE 199

Details: wagon ‘FE 199 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Triple Valve: 20.12.1988
Last Single Car Test: 09.05.1994

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
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01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1989 Repair ‘VEHICLE STENCILS’.
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1990 Repair ‘BOGIE COMPLETE’.
01.05.1990 Repair ‘BRANCH PIPE’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1990 Repair ‘LASHING POINT’.
01.05.1990 Repair ‘TRAIN PIPE (END)’.
01.05.1990 Repair ‘TRAIN PIPE’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BEARERS’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘END HOSE’.
01.07.1991 Repair ‘VEHICLE STENCILS’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE LEVER’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1991 Repair ‘HANDBRAKE HANDLE’.
05.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1992 Repair ‘BOGIE COMPLETE’.
05.10.1992 Repair ‘BRAKE BLOCK RB95’.
05.10.1992 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘COUPLER COMPLETE’.
08.07.1993 Repair ‘END BRAKE COCK’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
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09.05.1994 Repair ‘BRAKE PULL ROD’.
09.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘LASHING POINT’.
09.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

22.06.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FE 200

Details: wagon ‘FE 200 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 11.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 26.04.1994
Due Triple Valve: 19.10.1989
Last Triple Valve: 13.03.1991
Last Brake Cylinder: 08.04.1993
Last Single Car Test: 26.04.1994
Last Lift: 17.02.1984

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘AXLEBOX’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘COUPLER COMPLETE’.
13.07.1989 Repair ‘LASHING POINT’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘AXLEBOX’.
12.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘BRANCH PIPE’.
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12.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘VEHICLE STENCILS’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRANCH PIPE’.
04.08.1992 Repair ‘COUPLER COMPLETE’.
04.08.1992 Repair ‘WHEEL SET’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1993 Repair ‘WHEEL SET’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Repair ‘COUPLER COMPLETE’.
26.04.1994 Repair ‘STANCHION’.
26.04.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 201

Details: wagon ‘FE 201 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 17.12.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AE NB
Return to Service Date: 11.08.1992
Last Single Car Test: 11.03.1991

06.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘COUPLER COMPLETE’.
11.09.1990 Repair ‘END BRAKE COCK’.
11.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1990 Repair ‘SIDE BEARER’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘BRAKE PIN’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘GRADE CONTROL VALVE’.
08.03.1991 Repair ‘VEHICLE STENCILS’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 202

Details: wagon ‘FE 202 C’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 01.01.1968
Operating System: AN
Intended Use: LOGS
Remarks: EX FB;WITH 2 BOLSTERS
BSG Code: FTFL

Fleet Grp Code: NB
Return to Service Date: 27.05.1994
Last Triple Valve: 30.03.1992
Last Brake Cylinder: 22.03.1991
Last Single Car Test: 30.05.1994
Last Lift: 20.02.1987

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘BRANCH PIPE’.
12.09.1989 Repair ‘BRANCH PIPE’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘LASHING POINT’.
12.09.1989 Repair ‘SIDE MEMBER’.
12.09.1989 Repair ‘TRAIN PIPE’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘LASHING POINT’.
30.04.1990 Repair ‘SIDE SILL’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘BRANCH PIPE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
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06.05.1991 Repair ‘SIDE SHEET’.
06.05.1991 Repair ‘TRAIN PIPE’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘COUPLER COMPLETE’.
02.09.1991 Repair ‘STANCHION’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘COUPLER COMPLETE’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘END BRAKE COCK’.
13.11.1991 Repair ‘END HOSE’.
13.11.1991 Repair ‘TRAIN PIPE (END)’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘BRANCH PIPE’.
30.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘HANDBRAKE HANDLE’.
05.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE PIN’.
14.09.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘STANCHION’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘END BRAKE COCK’.
27.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
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Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 203

Details: wagon ‘FE 203 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 14.07.1970
Operating System: AN
Intended Use: LOGS
Remarks: EX FB;WITH 2 BOLSTERS
BSG Code: FTFL

Fleet Grp Code: NB
Return to Service Date: 07.06.1993
Last Brake Cylinder: 14.10.1988
Last Single Car Test: 07.06.1993
Last Lift: 26.11.1982

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRANCH PIPE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘NYLON HOSE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘BRANCH PIPE’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘COUPLER COMPLETE’.
18.12.1990 Repair ‘END HOSE’.
18.12.1990 Repair ‘TRAIN PIPE (END)’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘BRAKE CONTROL PIPE’.
31.07.1991 Repair ‘BRANCH PIPE’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘WHEEL SET’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘BRANCH PIPE’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘STANCHION’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘LASHING POINT’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE BLOCK RB95’.
18.11.1992 Repair ‘COUPLER COMPLETE’.
18.11.1992 Repair ‘END BRAKE COCK’.
18.11.1992 Repair ‘TRAIN PIPE’.
18.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘STANCHION’.
10.03.1993 Repair ‘STANCHION’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BRANCH PIPE’.
07.06.1993 Repair ‘SIDE SILL’.
07.06.1993 Repair ‘TRAIN PIPE’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 204

Details: wagon ‘FE 204 U’ in AN ‘Tasmania Division’.

Owner: AN

6172



2.280. Wagon classification starting with ‘FE’

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 20.02.1970
Operating System: AN
Intended Use: LOGS
Remarks: EX FB;WITH 2 BOLSTERS
BSG Code: FTFL

Fleet Grp Code: NB
Return to Service Date: 10.05.1996
Last Triple Valve: 28.10.1988
Last Brake Cylinder: 17.05.1989
Last Single Car Test: 14.05.1994
Last Lift: 29.03.1983

03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘STANCHION’.
03.08.1993 Repair ‘WHEEL SET’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
14.05.1994 Repair ‘END BRAKE COCK’.
14.05.1994 Repair ‘STANCHION’.
14.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

10.05.1996 Repair ‘BOGIE COMPLETE’.

FE 205

Details: wagon ‘FE 205 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.4tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 12.02.1968
Operating System: AN
Intended Use: LOGS
Remarks: EX FB;WITH 2 BOLSTERS
BSG Code: FTFL

Fleet Grp Code: NB
Last Single Car Test: 18.01.1989
Last Lift: 06.05.1987

19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF
LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

FE 206

Details: wagon ‘FE 206 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 28.09.1967
Operating System: AN
Intended Use: LOGS
Remarks: EX FB;WITH 2 BOLSTERS
BSG Code: FTFL

Fleet Grp Code: NB
Return to Service Date: 11.07.1995
Last Brake Cylinder: 25.10.1988
Last Single Car Test: 30.05.1994

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘SIDE BEARER’.
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1990 Repair ‘STANCHION’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘BRAKE CONTROL PIPE’.
07.07.1992 Repair ‘COUPLER COMPLETE’.
07.07.1992 Repair ‘END HOSE’.
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Repair ‘HANDBRAKE HANDLE’.
07.07.1992 Repair ‘LASHING POINT’.
07.07.1992 Repair ‘TRAIN PIPE (END)’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘COUPLER KNUCKLE’.
03.03.1993 Repair ‘SIDE MEMBER’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘BRANCH PIPE’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
13.08.1993 Repair ‘STANCHION’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE PULL ROD’.
16.08.1993 Repair ‘STANCHION’.
16.08.1993 Repair ‘STANCHION’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘END BRAKE COCK’.
27.05.1994 Repair ‘WHEEL SET’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

11.07.1995 Repair ‘WHEEL SET’.
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FE 207

Details: wagon ‘FE 207 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W105
Date Built: 08.12.1967
Operating System: AN
Intended Use: LOGS
Remarks: EX FB;WITH 2 BOLSTERS
BSG Code: FTFL

Fleet Grp Code: NB
Return to Service Date: 04.07.1994
Last Brake Cylinder: 12.12.1989
Last Single Car Test: 05.07.1994

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘LASHING POINT’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘COUPLER COMPLETE’.
11.12.1989 Repair ‘END BRAKE COCK’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1989 Repair ‘STANCHION’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘COUPLER COMPLETE’.
06.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘COUPLER COMPLETE’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRANCH PIPE’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘END BRAKE COCK’.
04.08.1993 Repair ‘END BRAKE COCK’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE PULL ROD’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘END BRAKE COCK’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘COUPLER COMPLETE’.
04.07.1994 Repair ‘STANCHION’.
19.10.1994 Alteration ‘MODIFY FE CLASS LOG WAGONS FOR THE CARRAGE OF

LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY THESE WAGON TO
QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘11tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity: ‘36T.’

2.281 Wagon classification starting with ‘FF’

FF 1

Details: wagon ‘FF 1 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 14.03.1962
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: AE NB
Return to Service Date: 02.06.1994
Last Brake Cylinder: 06.12.1990
Last Single Car Test: 03.06.1994
Last Lift: 19.05.1983

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘COUPLER COMPLETE’.
06.07.1989 Repair ‘END FRAME MEMBER’.
06.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘SIDE BEARER’.
13.11.1989 Repair ‘STANCHION’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘BRANCH PIPE’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘STANCHION’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE COMPLETE’.
06.12.1990 Repair ‘BRANCH PIPE’.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1991 Repair ‘LASHING POINT’.
28.02.1991 Repair ‘SIDE SHEET’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘END BRAKE COCK’.
03.10.1991 Repair ‘HANDBRAKE HANDLE’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘BRANCH PIPE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘LASHING POINT’.
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10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
10.12.1991 Repair ‘HANDBRAKE HANDLE’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘BRANCH PIPE’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB95’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘STANCHION’.
15.07.1992 Repair ‘TRANSOM’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘END BRAKE COCK’.
05.08.1993 Repair ‘LASHING POINT’.
05.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
28.04.1994 Repair ‘BRAKE BLOCK RB95’.
28.04.1994 Repair ‘COUPLER COMPLETE’.
28.04.1994 Repair ‘STANCHION’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
02.06.1994 Repair ‘END BRAKE COCK’.
02.06.1994 Repair ‘STANCHION’.
02.06.1994 Repair ‘STANCHION’.

FF 2

Details: wagon ‘FF 2 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 02.03.1960
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 25.08.1992
Last Single Car Test: 26.08.1992

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘COUPLER COMPLETE’.
04.08.1989 Repair ‘STANCHION’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘STANCHION’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRANCH PIPE’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1990 Repair ‘END BRAKE COCK’.
27.03.1990 Repair ‘FLOOR SHEETING’.
27.03.1990 Repair ‘FLOOR SHEETING’.
27.03.1990 Repair ‘TRAIN PIPE’.
27.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘BRANCH PIPE’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘COUPLER COMPLETE’.
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01.07.1991 Repair ‘END HOSE’.
01.07.1991 Repair ‘LASHING POINT’.
01.07.1991 Repair ‘STANCHION’.
01.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘FLOOR SHEETING’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘END SHEETING’.
07.04.1992 Repair ‘STANCHION’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘BRAKE BLOCK RB95’.
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘STANCHION’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1992 Repair ‘WHEEL SET’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘STANCHION’.

FF 3

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE PULL ROD’.
21.08.1989 Repair ‘LASHING POINT’.
21.08.1989 Repair ‘SIDE MEMBER’.
21.08.1989 Repair ‘VEHICLE STENCILS’.
21.08.1989 Repair ‘WHEEL SET’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE BOLSTER’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘END BRAKE COCK’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.

6181



2. TIMS GROUP INFORMATION - WAGONS

19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘HANDBRAKE HANDLE’.
19.04.1990 Repair ‘LASHING POINT’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘LASHING POINT’.
10.05.1990 Repair ‘STANCHION’.
10.05.1990 Repair ‘TRAIN PIPE’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

FF 4

29.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FF 5

Details: wagon ‘FF 5 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 01.07.1965
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.07.1994
Last Single Car Test: 05.07.1994

20.07.1989 Repair ‘STANCHION’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘STANCHION’.
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27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘END HOSE’.
27.10.1989 Repair ‘STANCHION’.
27.10.1989 Repair ‘TRAIN PIPE (END)’.
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1990 Repair ‘BOGIE COMPLETE’.
28.02.1990 Repair ‘COUPLER COMPLETE’.
28.02.1990 Repair ‘FLOOR SHEETING’.
28.02.1990 Repair ‘STANCHION’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘BRAKE PIN’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
09.05.1990 Repair ‘LASHING POINT’.
09.05.1990 Repair ‘STANCHION’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘COUPLER COMPLETE’.
01.06.1990 Repair ‘END BRAKE COCK’.
01.06.1990 Repair ‘TRAIN PIPE (END)’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘BRANCH PIPE’.
11.02.1991 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘TRAIN PIPE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1991 Repair ‘BRAKE LEVER’.
20.03.1991 Repair ‘CARD OR CLIP HOLDER’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘SIDE SHEET’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘BRAKE PIN’.
26.06.1991 Repair ‘BRAKE PULL ROD’.
26.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘LASHING POINT’.
26.06.1991 Repair ‘STANCHION’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1991 Repair ‘BRANCH PIPE’.
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25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘LASHING POINT’.
25.10.1991 Repair ‘STANCHION’.
25.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘SIDE SHEET’.
07.04.1993 Repair ‘STANCHION’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘STANCHION’.
05.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FF 6

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRANCH PIPE’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
27.07.1989 Repair ‘FLOOR SHEETING’.
27.07.1989 Repair ‘ISOLATING COCK’.
27.07.1989 Repair ‘SIDE MEMBER’.
27.07.1989 Repair ‘STANCHION’.
27.07.1989 Repair ‘TRAIN PIPE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
22.02.1990 Repair ‘LASHING POINT’.
22.02.1990 Repair ‘SIDE SILL’.
22.02.1990 Repair ‘STANCHION’.
22.02.1990 Repair ‘TRAIN PIPE’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
19.03.1990 Repair ‘BRANCH PIPE’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘HANDBRAKE HANDLE’.
11.07.1990 Repair ‘LASHING POINT’.
11.07.1990 Repair ‘STANCHION’.
11.07.1990 Repair ‘STRIKING CASTING’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
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19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Repair ‘COUPLER COMPLETE’.
19.12.1990 Repair ‘SIDE SILL’.
19.12.1990 Repair ‘STANCHION’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRANCH PIPE’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘STANCHION’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘LASHING POINT’.
12.11.1991 Repair ‘STANCHION’.
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
10.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FF 7

18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘END SHEETING’.
18.04.1991 Repair ‘LASHING POINT’.
18.04.1991 Repair ‘STANCHION’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.05.1991 Repair ‘END HOSE’.
10.05.1991 Repair ‘LASHING POINT’.
10.05.1991 Repair ‘TRAIN PIPE’.
10.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘STANCHION’.
09.07.1991 Repair ‘TRAIN PIPE’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘LASHING POINT’.
12.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘BRAKE PULL ROD’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘END BRAKE COCK’.
12.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1992 Repair ‘WEAR PLATES & SADDLES’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘SIDE MEMBER’.
15.04.1992 Repair ‘STANCHION’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FF 8

Details: wagon ‘FF 8 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 27.08.1965
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 26.06.1995
Last Triple Valve: 11.09.1990
Last Brake Cylinder: 07.11.1991
Last Single Car Test: 14.06.1994

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘COUPLER COMPLETE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘LASHING POINT’.
28.07.1989 Repair ‘SIDE MEMBER’.
28.07.1989 Repair ‘TRAIN PIPE’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Repair ‘TRAIN PIPE’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘LASHING POINT’.
12.03.1990 Repair ‘STANCHION’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘COUPLER COMPLETE’.
19.07.1990 Repair ‘SIDE SILL’.
19.07.1990 Repair ‘STANCHION’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘BRANCH PIPE’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1990 Repair ‘COUPLER COMPLETE’.
11.09.1990 Repair ‘LASHING POINT’.
11.09.1990 Repair ‘SIDE SILL’.
11.09.1990 Repair ‘STANCHION’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘LASHING POINT’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘STANCHION’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘STANCHION’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘FLOOR SHEETING’.
06.03.1992 Repair ‘STANCHION’.
06.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘COUPLER COMPLETE’.
05.05.1992 Repair ‘LASHING POINT’.
05.05.1992 Repair ‘TRAIN PIPE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘WHEEL SET’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘COUPLER COMPLETE’.
18.08.1992 Repair ‘LASHING POINT’.
18.08.1992 Repair ‘STANCHION’.
18.08.1992 Repair ‘STANCHION’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘LASHING POINT’.
20.10.1992 Repair ‘STANCHION’.
03.03.1993 Repair ‘STANCHION’.
21.06.1993 Repair ‘STANCHION’.
21.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘BRAKE CONTROL PIPE’.
25.08.1993 Repair ‘COUPLER COMPLETE’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘STANCHION’.
16.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1994 Repair ‘BRAKE BLOCK RB95’.
16.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
16.05.1994 Repair ‘COUPLER COMPLETE’.
16.05.1994 Repair ‘LASHING POINT’.
16.05.1994 Repair ‘STANCHION’.
16.05.1994 Repair ‘WHEEL SET’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘COUPLER COMPLETE’.
14.06.1994 Repair ‘GRADE CONTROL VALVE’.
14.06.1994 Repair ‘STANCHION’.
26.06.1995 Repair ‘LASHING POINT’.

FF 9

Details: wagon ‘FF 9 H’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 25.08.1959
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.07.1994
Last Single Car Test: 05.07.1994
Last Lift: 01.02.1983

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘SIDE MEMBER’.
01.11.1989 Repair ‘STANCHION’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BOGIE COMPLETE’.
26.03.1990 Repair ‘COUPLER COMPLETE’.
26.03.1990 Repair ‘FLOOR SHEETING’.
26.03.1990 Repair ‘STANCHION’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘COUPLER COMPLETE’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘END HOSE’.
06.09.1990 Repair ‘SIDE MEMBER’.
06.09.1990 Repair ‘STANCHION’.
06.09.1990 Repair ‘TRAIN PIPE (END)’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘CENTRE SILL’.
25.03.1991 Repair ‘COUPLER COMPLETE’.
25.03.1991 Repair ‘LASHING POINT’.
25.03.1991 Repair ‘SIDE SILL’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.06.1991 Repair ‘BRANCH PIPE’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘FLOOR SHEETING’.
27.06.1991 Repair ‘LASHING POINT’.
27.06.1991 Repair ‘STANCHION’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘END SHEETING’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘COUPLER KNUCKLE’.
07.02.1992 Repair ‘LASHING POINT’.
07.02.1992 Repair ‘SIDE MEMBER’.
07.02.1992 Repair ‘WHEEL SET’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘TRAIN PIPE’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘COUPLER COMPLETE’.
27.07.1992 Repair ‘LASHING POINT’.
27.07.1992 Repair ‘SIDE MEMBER’.
27.07.1992 Repair ‘STANCHION’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘STANCHION’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘LASHING POINT’.
14.02.1994 Repair ‘SIDE MEMBER’.
14.02.1994 Repair ‘STANCHION’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘END BRAKE COCK’.
05.07.1994 Repair ‘SIDE MEMBER’.
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FF 10

Details: wagon ‘FF 10 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 27.09.1960
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 24.05.1993
Last Single Car Test: 24.05.1993
Last Lift: 05.08.1982

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘SIDE BEARER’.
15.08.1989 Repair ‘STANCHION’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE COMPLETE’.
12.10.1989 Repair ‘COUPLER COMPLETE’.
12.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1989 Repair ‘LASHING POINT’.
12.10.1989 Repair ‘STANCHION’.
12.10.1989 Repair ‘TRAIN PIPE’.
12.10.1989 Repair ‘YOKE CARRIER’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘BRANCH PIPE’.
10.11.1989 Repair ‘COUPLER COMPLETE’.
10.11.1989 Repair ‘HANDBRAKE HANDLE’.
10.11.1989 Repair ‘TRAIN PIPE’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
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08.12.1989 Repair ‘COUPLER COMPLETE’.
08.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1989 Repair ‘END SILL’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘COUPLER COMPLETE’.
22.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.03.1990 Repair ‘SIDE SILL’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘BRANCH PIPE’.
13.09.1990 Repair ‘COUPLER COMPLETE’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
13.09.1990 Repair ‘TRAIN PIPE’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘STANCHION’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘END BRAKE COCK’.
03.09.1991 Repair ‘END HOSE’.
03.09.1991 Repair ‘TRAIN PIPE (END)’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘BRAKE BLOCK RB95’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘END HOSE’.
06.12.1991 Repair ‘SIDE SILL’.
06.12.1991 Repair ‘STANCHION’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘TRAIN PIPE’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘LASHING POINT’.
27.04.1993 Repair ‘SIDE SHEET’.
27.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
24.05.1993 Repair ‘BRAKE PIN’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘LASHING POINT’.
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FF 11

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘LASHING POINT’.
07.08.1989 Repair ‘STANCHION’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘STANCHION’.
26.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘COUPLER COMPLETE’.
25.01.1990 Repair ‘LASHING POINT’.
25.01.1990 Repair ‘STANCHION’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Repair ‘COUPLER COMPLETE’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘COUPLER COMPLETE’.
24.10.1990 Repair ‘STANCHION’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘COUPLER COMPLETE’.
19.03.1991 Repair ‘STANCHION’.
19.03.1991 Repair ‘TRAIN PIPE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Repair ‘STANCHION’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘LASHING POINT’.
12.09.1991 Repair ‘STANCHION’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE COMPLETE’.
14.10.1991 Repair ‘COUPLER COMPLETE’.
14.10.1991 Repair ‘STANCHION’.
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03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRANCH PIPE’.
03.12.1991 Repair ‘STANCHION’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FF 12

Details: wagon ‘FF 12 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 27.01.1960
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 16.05.1994
Last Brake Cylinder: 02.05.1991
Last Single Car Test: 17.05.1994
Last Lift: 13.09.1983

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BRAKE SPRING’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘FLOOR SHEETING’.
27.10.1989 Repair ‘LASHING POINT’.
27.10.1989 Repair ‘STANCHION’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘COUPLER COMPLETE’.
26.04.1990 Repair ‘END BRAKE COCK’.
26.04.1990 Repair ‘STANCHION’.
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26.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘COUPLER COMPLETE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘SIDE MEMBER’.
24.07.1990 Repair ‘STANCHION’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘HANDBRAKE HANDLE’.
02.05.1991 Repair ‘LASHING POINT’.
02.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘STANCHION’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘LASHING POINT’.
22.07.1991 Repair ‘STANCHION’.
22.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘LASHING POINT’.
03.02.1992 Repair ‘LASHING POINT’.
03.02.1992 Repair ‘STANCHION’.
03.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘LASHING POINT’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRAKE BLOCK RB95’.
26.06.1992 Repair ‘COUPLER COMPLETE’.
26.06.1992 Repair ‘COUPLER KNUCKLE’.
26.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.06.1992 Repair ‘SIDE MEMBER’.
26.06.1992 Repair ‘STANCHION’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘COUPLER COMPLETE’.
14.09.1993 Repair ‘END BRAKE COCK’.
14.09.1993 Repair ‘STANCHION’.
14.09.1993 Repair ‘STANCHION’.
14.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1994 Repair ‘BOGIE COMPLETE’.
16.05.1994 Repair ‘BRANCH PIPE’.
16.05.1994 Repair ‘COUPLER COMPLETE’.
16.05.1994 Repair ‘STANCHION’.
16.05.1994 Repair ‘STANCHION’.
16.05.1994 Repair ‘WHEEL SET’.

FF 13

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FF 14

Details: wagon ‘FF 14 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 11.09.1959
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 15.10.1993
Last Single Car Test: 15.10.1993

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘BRANCH PIPE’.
18.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
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06.10.1989 Repair ‘COUPLER COMPLETE’.
06.10.1989 Repair ‘FLOOR SHEETING’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘COUPLER COMPLETE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘STANCHION’.
10.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘FLOOR SHEETING’.
14.03.1990 Repair ‘FLOOR SHEETING’.
14.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘BRAKE BLOCK RB95’.
31.05.1990 Repair ‘COUPLER COMPLETE’.
31.05.1990 Repair ‘SIDE MEMBER’.
31.05.1990 Repair ‘STANCHION’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘SIDE SILL’.
10.08.1990 Repair ‘STANCHION’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BRANCH PIPE’.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘STANCHION’.
08.02.1991 Repair ‘STANCHION’.
08.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BRAKE PULL ROD’.
07.08.1991 Repair ‘COUPLER COMPLETE’.
07.08.1991 Repair ‘LASHING POINT’.
07.08.1991 Repair ‘STANCHION’.
07.08.1991 Repair ‘WHEEL SET’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
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28.07.1992 Repair ‘END HOSE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘STANCHION’.
15.10.1992 Repair ‘STANCHION’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK RB95’.
16.08.1993 Repair ‘COUPLER COMPLETE’.
16.08.1993 Repair ‘END HOSE’.
16.08.1993 Repair ‘HANDBRAKE HANDLE’.
16.08.1993 Repair ‘LASHING POINT’.
16.08.1993 Repair ‘STANCHION’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BRAKE PIN’.

FF 15

Details: wagon ‘FF 15 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 08.12.1959
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: NB
Return to Service Date: 26.05.1995
Last Triple Valve: 11.01.1989
Last Single Car Test: 29.05.1995

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Repair ‘COUPLER COMPLETE’.
22.08.1989 Repair ‘GRADE CONTROL VALVE’.
22.08.1989 Repair ‘STANCHION’.
22.08.1989 Repair ‘STANCHION’.
19.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
10.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1990 Repair ‘LASHING POINT’.
10.04.1990 Repair ‘SHUNT PAD’.
10.04.1990 Repair ‘STANCHION’.
10.04.1990 Repair ‘STANCHION’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRANCH PIPE’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘COUPLER KNUCKLE’.
01.10.1990 Repair ‘SIDE SHEET’.
01.10.1990 Repair ‘STANCHION’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘END BRAKE COCK’.
30.04.1991 Repair ‘END BRAKE COCK’.
30.04.1991 Repair ‘SIDE SHEET’.
30.04.1991 Repair ‘STANCHION’.
30.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
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17.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.06.1991 Repair ‘LASHING POINT’.
17.06.1991 Repair ‘STANCHION’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘END BRAKE COCK’.
26.08.1991 Repair ‘STANCHION’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘STANCHION’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘COUPLER COMPLETE’.
12.03.1992 Repair ‘LASHING POINT’.
12.03.1992 Repair ‘SIDE SILL’.
12.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
30.06.1992 Repair ‘BRAKE BLOCK RB95’.
30.06.1992 Repair ‘COUPLER COMPLETE’.
30.06.1992 Repair ‘STANCHION’.
30.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘LASHING POINT’.
31.07.1993 Repair ‘LASHING POINT’.
31.07.1993 Repair ‘STANCHION’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE LEVER’.
06.09.1993 Repair ‘BRAKE PIN’.
06.09.1993 Repair ‘BRAKE PULL ROD’.
06.09.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘TRAIN PIPE’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘STANCHION’.
09.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE PULL ROD’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘STANCHION’.
26.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.05.1995 Repair ‘BRAKE BLOCK RB95’.

FF 16

Details: wagon ‘FF 16 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 18.09.1962
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 31.07.1993
Last Brake Cylinder: 12.01.1990
Last Single Car Test: 02.08.1993
Last Lift: 03.03.1987

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
15.08.1989 Repair ‘LASHING POINT’.
15.08.1989 Repair ‘STANCHION’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE COMPLETE’.
08.11.1989 Repair ‘BRANCH PIPE’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
08.11.1989 Repair ‘LASHING POINT’.
08.11.1989 Repair ‘STANCHION’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘BRANCH PIPE’.
11.01.1990 Repair ‘COUPLER COMPLETE’.
11.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1990 Repair ‘SIDE MEMBER’.
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11.01.1990 Repair ‘SIDE SILL’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘BRANCH PIPE’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Repair ‘STANCHION’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘END BRAKE COCK’.
21.05.1991 Repair ‘STANCHION’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRAKE PULL ROD’.
13.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘LASHING POINT’.
11.02.1992 Repair ‘STANCHION’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘LASHING POINT’.
30.03.1992 Repair ‘STANCHION’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘DUMMY - TV HOSE, ROADRAILER’.
31.07.1993 Repair ‘STANCHION’.
31.07.1993 Repair ‘TRAIN PIPE’.

FF 17

Details: wagon ‘FF 17 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 06.08.1965
Operating System: AN
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Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 07.08.1993
Last Triple Valve: 04.08.1988
Last Brake Cylinder: 04.08.1988
Last Single Car Test: 07.08.1993

19.09.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1989 Repair ‘COUPLER COMPLETE’.
11.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘STANCHION’.
27.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE PIN’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘SIDE SILL’.
20.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1992 Repair ‘LASHING POINT’.
21.02.1992 Repair ‘SIDE SHEET’.
21.02.1992 Repair ‘STANCHION’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘BRANCH PIPE’.
14.05.1992 Repair ‘COUPLER COMPLETE’.
14.05.1992 Repair ‘STANCHION’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
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21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘BRAKE CONTROL PIPE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘END BRAKE COCK’.
21.04.1993 Repair ‘TRAIN PIPE (END)’.
21.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘BRAKE BLOCK RB95’.
07.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1993 Repair ‘LASHING POINT’.
07.08.1993 Repair ‘STANCHION’.

FF 18

Details: wagon ‘FF 18 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W139
Date Built: 16.04.1962
Operating System: AN
Intended Use: LOGS
Remarks: EX FFL
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 29.06.1995
Last Brake Cylinder: 10.05.1990
Last Single Car Test: 19.08.1994

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘FLOOR SHEETING’.
27.10.1989 Repair ‘LASHING POINT’.
27.10.1989 Repair ‘STANCHION’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
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15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘END BRAKE COCK’.
15.03.1990 Repair ‘END HOSE’.
15.03.1990 Repair ‘SIDE MEMBER’.
15.03.1990 Repair ‘STANCHION’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘BRANCH PIPE’.
06.04.1990 Repair ‘COUPLER COMPLETE’.
06.04.1990 Repair ‘STANCHION’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘HANDBRAKE HANDLE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘STANCHION’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Repair ‘LASHING POINT’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘BRANCH PIPE’.
20.09.1990 Repair ‘COUPLER COMPLETE’.
20.09.1990 Repair ‘STANCHION’.
20.09.1990 Repair ‘TRAIN PIPE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘COUPLER COMPLETE’.
19.12.1990 Repair ‘LASHING POINT’.
19.12.1990 Repair ‘STANCHION’.
19.12.1990 Repair ‘TRAIN PIPE (END)’.
19.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘LASHING POINT’.
22.03.1991 Repair ‘STANCHION’.
22.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘STANCHION’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘COUPLER COMPLETE’.
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28.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘STANCHION’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘BRAKE BLOCK RB95’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘END SHEETING’.
12.09.1991 Repair ‘STANCHION’.
12.09.1991 Repair ‘WHEEL SET’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘STANCHION’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘LASHING POINT’.
07.02.1992 Repair ‘STANCHION’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRANCH PIPE’.
01.05.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.07.1992 Repair ‘STANCHION’.
17.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘BRANCH PIPE’.
15.02.1993 Repair ‘COUPLER COMPLETE’.
15.02.1993 Repair ‘STANCHION’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘STANCHION’.
08.04.1993 Repair ‘STANCHION’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘COUPLER COMPLETE’.
01.07.1993 Repair ‘STANCHION’.
01.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘COUPLER COMPLETE’.
20.01.1994 Repair ‘END BRAKE COCK’.
20.01.1994 Repair ‘STANCHION’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
23.05.1994 Repair ‘VEHICLE STENCILS’.
23.05.1994 Repair ‘WHEEL SET’.
18.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1994 Repair ‘BOGIE COMPLETE’.
18.08.1994 Repair ‘BRAKE BLOCK RB95’.
18.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1994 Repair ‘STANCHION’.
29.06.1995 Repair ‘COUPLER TRIGGER LEVER’.

2.282 Wagon classification starting with ‘FFC’

FFC 1

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 2

Details: wagon ‘FFC 2 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $15010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W79
Date Built: 14.05.1965
Operating System: AN
Intended Use: CONTAINERS
Remarks: VACUUM BRAKE
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BSG Code: FTQQ

Capacity of 41 tonnes

Fleet Grp Code: AD NA

FFC 3

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 4

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 5

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 6

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 7

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 8

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 9

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
30.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 10

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 11

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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FFC 12

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 13

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.05.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
30.06.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 14

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FFC 15

31.05.1988 Reclassified from wagon ‘FFC 15 L’ to ’ wagon ‘ZU 1 X’.

2.283 Wagon classification starting with ‘FFL’

FFL 37

26.11.1986 Reclassified from wagon ‘FFL 37 D’ to ’ wagon ‘FF 9 H’.

FFL 38

29.01.1987 Reclassified from wagon ‘FFL 38 M’ to ’ wagon ‘FF 14 Q’.

FFL 39

09.02.1987 Reclassified from wagon ‘FFL 39 V’ to ’ wagon ‘FF 15 C’.

FFL 40

05.12.1986 Reclassified from wagon ‘FFL 40 R’ to ’ wagon ‘FF 12 V’.

FFL 41

21.10.1986 Reclassified from wagon ‘FFL 41 D’ to ’ wagon ‘FF 2 N’.

FFL 42

17.11.1986 Reclassified from wagon ‘FFL 42 M’ to ’ wagon ‘FF 7 M’.

FFL 43

01.12.1986 Reclassified from wagon ‘FFL 43 V’ to ’ wagon ‘FF 10 D’.
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FFL 44

28.10.1986 Reclassified from wagon ‘FFL 44 H’ to ’ wagon ‘FF 3 W’.

FFL 45

17.10.1986 Reclassified from wagon ‘FFL 45 Q’ to ’ wagon ‘FF 1 E’.

FFL 46

18.03.1987 Reclassified from wagon ‘FFL 46 C’ to ’ wagon ‘FF 18 G’.

FFL 47

29.10.1986 Reclassified from wagon ‘FFL 47 L’ to ’ wagon ‘FF 4 X’.

FFL 48

03.03.1987 Reclassified from wagon ‘FFL 48 U’ to ’ wagon ‘FF 16 L’.

FFL 49

11.12.1986 Reclassified from wagon ‘FFL 49 G’ to ’ wagon ‘FF 13 H’.

FFL 50

02.12.1986 Reclassified from wagon ‘FFL 50 C’ to ’ wagon ‘FF 11 M’.

FFL 51

05.11.1986 Reclassified from wagon ‘FFL 51 L’ to ’ wagon ‘FF 6 D’.

FFL 52

30.10.1986 Reclassified from wagon ‘FFL 52 U’ to ’ wagon ‘FF 5 R’.

FFL 53

16.03.1987 Reclassified from wagon ‘FFL 53 G’ to ’ wagon ‘FF 17 U’.

FFL 54

21.11.1986 Reclassified from wagon ‘FFL 54 P’ to ’ wagon ‘FF 8 V’.

2.284 Wagon classification starting with ‘FJ’

FJ 1

11.05.1993 Reclassified from wagon ‘FJ 1 M’ to ’ wagon ‘QK 1 C’.
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FJ 2

25.02.1992 Reclassified from wagon ‘FJ 2 V’ to ’ wagon ‘QK 2 L’.

FJ 3

12.08.1993 Reclassified from wagon ‘FJ 3 H’ to ’ wagon ‘QK 3 U’.

FJ 4

07.05.1992 Reclassified from wagon ‘FJ 4 Q’ to ’ wagon ‘QK 4 G’.

FJ 6

02.07.1993 Reclassified from wagon ‘FJ 6 L’ to ’ wagon ‘QK 6 B’.

FJ 12

14.07.1993 Reclassified from wagon ‘FJ 12 G’ to ’ wagon ‘QK 12 T’.

FJ 14

06.09.1993 Reclassified from wagon ‘FJ 14 B’ to ’ wagon ‘QK 14 Y’.

FJ 18

26.08.1993 Reclassified from wagon ‘FJ 18 Y’ to ’ wagon ‘QK 18 E’.

FJ 21

19.06.1992 Reclassified from wagon ‘FJ 21 F’ to ’ wagon ‘QK 21 S’.

FJ 28

20.04.1993 Reclassified from wagon ‘FJ 28 W’ to ’ wagon ‘QK 28 M’.

FJ 30

27.04.1993 Reclassified from wagon ‘FJ 30 E’ to ’ wagon ‘QK 30 R’.

FJ 31

22.09.1992 Reclassified from wagon ‘FJ 31 N’ to ’ wagon ‘QK 31 D’.

FJ 32

05.08.1991 Reclassified from wagon ‘FJ 32 W’ to ’ wagon ‘QK 32 M’.

FJ 36

06.10.1993 Reclassified from wagon ‘FJ 36 M’ to ’ wagon ‘QK 36 C’.
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FJ 42

09.04.1992 Reclassified from wagon ‘FJ 42 H’ to ’ wagon ‘QK 42 U’.

FJ 47

13.04.1993 Reclassified from wagon ‘FJ 47 G’ to ’ wagon ‘QK 47 T’.

FJ 51

06.07.1992 Reclassified from wagon ‘FJ 51 G’ to ’ wagon ‘QK 51 T’.

FJ 53

22.03.1993 Reclassified from wagon ‘FJ 53 B’ to ’ wagon ‘QK 53 Y’.

FJ 54

05.11.1992 Reclassified from wagon ‘FJ 54 K’ to ’ wagon ‘QK 54 A’.

FJ 56

03.02.1992 Reclassified from wagon ‘FJ 56 F’ to ’ wagon ‘QK 56 S’.

FJ 62

15.10.1991 Reclassified from wagon ‘FJ 62 A’ to ’ wagon ‘QK 62 N’.

FJ 64

18.12.1992 Reclassified from wagon ‘FJ 64 S’ to ’ wagon ‘QK 64 X’.

FJ 66

13.10.1992 Reclassified from wagon ‘FJ 66 N’ to ’ wagon ‘QK 66 D’.

FJ 67

13.05.1992 Reclassified from wagon ‘FJ 67 W’ to ’ wagon ‘QK 67 M’.

FJ 75

30.03.1992 Reclassified from wagon ‘FJ 75 M’ to ’ wagon ‘QK 75 C’.

2.285 Wagon classification starting with ‘FNT’

FNT 7807

10.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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FNT 7850

Details: wagon ‘FNT 7850 C’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: C
Length Over Headstocks: 7m
Tare Weight: 9.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1000
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 75
Date Built: 29.07.1942
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 26.07.86;SOLD PDSM 06.10.89
BSG Code: SMFZ

Capacity of 33.5 tonnes

Fleet Grp Code: AE
Return to Service Date: 10.10.1989

10.10.1989 Repair ‘VEHICLE SOLD’.

2.286 Wagon classification starting with ‘FP’

FP 1

Details: wagon ‘FP 1 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 29.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
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BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 22.07.1996
Last Brake Cylinder: 22.01.1990
Last Single Car Test: 29.05.1995

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘COUPLER COMPLETE’.
07.08.1989 Repair ‘LASHING POINT’.
07.08.1989 Repair ‘STANCHION’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘COUPLER COMPLETE’.
19.09.1989 Repair ‘HANDBRAKE HANDLE’.
19.09.1989 Repair ‘STANCHION’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER COMPLETE’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE CONTROL PIPE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘STANCHION’.
04.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE COMPLETE’.
15.07.1991 Repair ‘BRAKE BLOCK RB95’.
15.07.1991 Repair ‘COUPLER COMPLETE’.
15.07.1991 Repair ‘COUPLER KNUCKLE’.
15.07.1991 Repair ‘EMPTY LOAD VALVE’.
15.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1991 Repair ‘HANDBRAKE HANDLE’.
15.07.1991 Repair ‘STANCHION’.
15.07.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE COMPLETE’.
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20.11.1991 Repair ‘BRAKE BLOCK RB95’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘COUPLER COMPLETE’.
20.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Repair ‘STANCHION’.
20.11.1991 Repair ‘WHEEL SET’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘EMPTY LOAD VALVE’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
06.07.1992 Repair ‘LASHING POINT’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘END BRAKE COCK’.
21.10.1992 Repair ‘LASHING POINT’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘BRAKE BLOCK RB95’.
22.04.1993 Repair ‘BRAKE CONTROL PIPE’.
22.04.1993 Repair ‘COUPLER COMPLETE’.
22.04.1993 Repair ‘EMPTY LOAD VALVE’.
22.04.1993 Repair ‘STANCHION’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘BRAKE BLOCK RB95’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘END BRAKE COCK’.
27.06.1994 Repair ‘END HOSE’.
27.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1994 Repair ‘WHEEL SET’.
23.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1996 Repair ‘STANCHION’.

FP 2

Details: wagon ‘FP 2 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 29.08.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 09.08.1995
Last Single Car Test: 15.03.1994

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.07.1989 Repair ‘LASHING POINT’.
17.07.1989 Repair ‘STANCHION’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘COUPLER COMPLETE’.
06.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘STANCHION’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘COUPLER COMPLETE’.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1990 Repair ‘HANDBRAKE HANDLE’.
25.05.1990 Repair ‘STANCHION’.
25.05.1990 Repair ‘TRAIN PIPE’.
25.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘COUPLER COMPLETE’.
28.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.08.1990 Repair ‘STANCHION’.
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28.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Repair ‘COUPLER COMPLETE’.
01.08.1991 Repair ‘GRADE CONTROL VALVE’.
01.08.1991 Repair ‘STANCHION’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘LASHING POINT’.
18.02.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘END BRAKE COCK’.
21.05.1992 Repair ‘LASHING POINT’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘LASHING POINT’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BOGIE COMPLETE’.
06.05.1993 Repair ‘COUPLER COMPLETE’.
06.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘END BRAKE COCK’.
15.03.1994 Repair ‘STANCHION’.
09.08.1995 Repair ‘COUPLER TRIGGER LEVER’.

FP 3

Details: wagon ‘FP 3 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 19.09.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 13.08.1996
Last Brake Cylinder: 14.06.1988
Last Single Car Test: 07.05.1994

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Repair ‘COUPLER COMPLETE’.
31.10.1989 Repair ‘END SILL’.
31.10.1989 Repair ‘HANDBRAKE HANDLE’.
31.10.1989 Repair ‘STANCHION’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1989 Repair ‘BOGIE COMPLETE’.
04.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Repair ‘COUPLER COMPLETE’.
04.12.1989 Repair ‘HANDBRAKE HANDLE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘BRAKE PULL ROD’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1990 Repair ‘HANDBRAKE HANDLE’.
14.02.1990 Repair ‘STANCHION’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1990 Repair ‘BOGIE COMPLETE’.
28.05.1990 Repair ‘BRANCH PIPE’.
28.05.1990 Repair ‘COUPLER COMPLETE’.
28.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1990 Repair ‘HANDBRAKE HANDLE’.
28.05.1990 Repair ‘STANCHION’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘BRAKE BLOCK RB95’.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘STANCHION’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘BRAKE BLOCK RB95’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1991 Repair ‘LASHING POINT’.
28.03.1991 Repair ‘STANCHION’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘BRANCH PIPE’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘LASHING POINT’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE PIN’.
26.07.1991 Repair ‘COUPLER COMPLETE’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘LASHING POINT’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘BRAKE BLOCK RB95’.
30.09.1992 Repair ‘COUPLER COMPLETE’.
30.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1992 Repair ‘STANCHION’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘LASHING POINT’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘BRAKE PULL ROD’.
07.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘LASHING POINT’.
07.05.1994 Repair ‘NYLON HOSE’.
07.05.1994 Repair ‘WHEEL SET’.
22.06.1995 Repair ‘WHEEL SET’.
13.08.1996 Repair ‘STANCHION’.
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FP 4

Details: wagon ‘FP 4 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 31.10.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 10.10.1996
Last Single Car Test: 17.10.1994

27.07.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘COUPLER COMPLETE’.
08.12.1989 Repair ‘LASHING POINT’.
08.12.1989 Repair ‘STANCHION’.
08.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘HANDBRAKE HANDLE’.
20.03.1990 Repair ‘STANCHION’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘STANCHION’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Repair ‘COUPLER COMPLETE’.
11.12.1991 Repair ‘END BRAKE COCK’.
11.12.1991 Repair ‘LASHING POINT’.
11.12.1991 Repair ‘STANCHION’.
11.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
16.07.1992 Repair ‘STANCHION’.
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘COUPLER COMPLETE’.
09.12.1992 Repair ‘LASHING POINT’.
09.12.1992 Repair ‘STANCHION’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘BRAKE BLOCK RB95’.
30.06.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1994 Repair ‘LASHING POINT’.
30.06.1994 Repair ‘STANCHION’.
30.06.1994 Repair ‘TRAIN PIPE’.
30.06.1994 Repair ‘WHEEL SET’.
14.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1994 Repair ‘BOGIE COMPLETE’.
14.10.1994 Repair ‘BRAKE BLOCK RB95’.
14.10.1994 Repair ‘COUPLER COMPLETE’.
14.10.1994 Repair ‘EMPTY LOAD VALVE’.
08.05.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1996 Repair ‘BOGIE COMPLETE’.
10.10.1996 Repair ‘EMPTY LOAD VALVE’.
10.10.1996 Repair ‘STANCHION’.

FP 5

Details: wagon ‘FP 5 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 29.08.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 22.10.1996
Last Brake Cylinder: 23.10.1996
Last Single Car Test: 30.06.1994
Last Lift: 30.11.1983

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘EMPTY LOAD VALVE’.
13.09.1989 Repair ‘END BRAKE COCK’.
13.09.1989 Repair ‘LASHING POINT’.
13.09.1989 Repair ‘SIDE MEMBER’.
13.09.1989 Repair ‘STANCHION’.
13.09.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘LASHING POINT’.
19.10.1989 Repair ‘STANCHION’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘STANCHION’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘STANCHION’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
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04.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘LASHING POINT’.
04.06.1991 Repair ‘STANCHION’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘COUPLER COMPLETE’.
24.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1991 Repair ‘STANCHION’.
24.06.1991 Repair ‘WHEEL SET’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1992 Repair ‘HANDBRAKE HANDLE’.
10.02.1992 Repair ‘LASHING POINT’.
10.02.1992 Repair ‘STANCHION’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘LASHING POINT’.
18.03.1992 Repair ‘STANCHION’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘NYLON HOSE’.
02.07.1992 Repair ‘STANCHION’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘END BRAKE COCK’.
06.04.1993 Repair ‘END BRAKE COCK’.
06.04.1993 Repair ‘STANCHION’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘LASHING POINT’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘BRAKE BLOCK RB95’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Repair ‘END BRAKE COCK’.
14.12.1993 Repair ‘LASHING POINT’.
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29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘COUPLER COMPLETE’.
29.06.1994 Repair ‘END BRAKE COCK’.
29.06.1994 Repair ‘STANCHION’.
04.05.1995 Repair ‘STANCHION’.
18.12.1995 Repair ‘EMPTY LOAD VALVE’.
22.10.1996 Repair ‘EMPTY LOAD VALVE’.
22.10.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1996 Repair ‘STANCHION’.

FP 6

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 7

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 9

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 10

Details: wagon ‘FP 10 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 10.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 06.10.1995
Last Single Car Test: 11.08.1994
Last Lift: 15.09.1983
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03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘STANCHION’.
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘END HOSE’.
18.08.1989 Repair ‘STANCHION’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘STANCHION’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘COUPLER COMPLETE’.
23.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1990 Repair ‘HANDBRAKE HANDLE’.
23.02.1990 Repair ‘STANCHION’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘HANDBRAKE HANDLE’.
24.05.1990 Repair ‘STANCHION’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘BRAKE BLOCK RB95’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘STANCHION’.
26.09.1990 Repair ‘TRAIN PIPE’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘SIDE BEARER’.
06.11.1990 Repair ‘STANCHION’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘STANCHION’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
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30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1991 Repair ‘TRAIN PIPE (END)’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘TRAIN PIPE (END)’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘LASHING POINT’.
05.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1992 Repair ‘STANCHION’.
05.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘END BRAKE COCK’.
21.10.1992 Repair ‘TRAIN PIPE’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘COUPLER COMPLETE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘LASHING POINT’.
04.12.1992 Repair ‘NYLON HOSE’.
04.12.1992 Repair ‘STANCHION’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘END HOSE’.
17.02.1993 Repair ‘LASHING POINT’.
17.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB101’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘WHEEL SET’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘COUPLER COMPLETE’.
07.12.1993 Repair ‘STANCHION’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE COMPLETE’.

6226



2.286. Wagon classification starting with ‘FP’

14.06.1994 Repair ‘COUPLER COMPLETE’.
14.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1994 Repair ‘BOGIE COMPLETE’.
10.08.1994 Repair ‘BRAKE BLOCK RB95’.
10.08.1994 Repair ‘COUPLER COMPLETE’.
10.08.1994 Repair ‘END BRAKE COCK’.
10.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1994 Repair ‘STANCHION’.
18.07.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1995 Repair ‘LASHING POINT’.

FP 11

Details: wagon ‘FP 11 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 29.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 22.06.1995
Last Triple Valve: 30.05.1991
Last Single Car Test: 30.06.1994
Last Lift: 01.07.1982

25.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
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29.09.1989 Repair ‘LASHING POINT’.
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1990 Repair ‘BOGIE COMPLETE’.
16.07.1990 Repair ‘BRANCH PIPE’.
16.07.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘STANCHION’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
10.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.01.1991 Repair ‘COUPLER COMPLETE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE COMPLETE’.
29.01.1991 Repair ‘BRAKE BLOCK RB95’.
29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.01.1991 Repair ‘COUPLER COMPLETE’.
29.01.1991 Repair ‘END BRAKE COCK’.
29.01.1991 Repair ‘STANCHION’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘COUPLER COMPLETE’.
13.12.1991 Repair ‘LASHING POINT’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘LASHING POINT’.
30.01.1992 Repair ‘STANCHION’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
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06.10.1992 Repair ‘STANCHION’.
06.10.1992 Repair ‘WHEEL SET’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘COUPLER COMPLETE’.
20.01.1994 Repair ‘HANDBRAKE HANDLE’.
20.01.1994 Repair ‘LASHING POINT’.
20.01.1994 Repair ‘STANCHION’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Repair ‘WHEEL SET’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘END BRAKE COCK’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1995 Repair ‘WHEEL SET’.

FP 12

Details: wagon ‘FP 12 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 14.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 20.08.1996
Last Single Car Test: 26.10.1994
Last Lift: 01.06.1983
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03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1989 Repair ‘STANCHION’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘SIDE BEARER’.
09.01.1990 Repair ‘STANCHION’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE COMPLETE’.
26.02.1990 Repair ‘COUPLER COMPLETE’.
26.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1990 Repair ‘HANDBRAKE HANDLE’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1990 Repair ‘STANCHION’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘END FRAME MEMBER’.
10.10.1990 Repair ‘STANCHION’.
10.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1990 Repair ‘STANCHION’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘SIDE MEMBER’.
26.03.1991 Repair ‘STANCHION’.
26.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.03.1991 Repair ‘VEHICLE STENCILS’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘LASHING POINT’.
02.07.1991 Repair ‘STANCHION’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘LASHING POINT’.
09.08.1991 Repair ‘STANCHION’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE PULL ROD’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘HANDBRAKE HANDLE’.
18.03.1992 Repair ‘LASHING POINT’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE BLOCK RB95’.
10.06.1992 Repair ‘BRAKE PIN’.
10.06.1992 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘LASHING POINT’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘BRAKE PIN’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘LASHING POINT’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘END BRAKE COCK’.
06.04.1993 Repair ‘LASHING POINT’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘STANCHION’.
15.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1994 Repair ‘BRAKE BLOCK RB95’.
31.03.1994 Repair ‘COUPLER COMPLETE’.
31.03.1994 Repair ‘LASHING POINT’.
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31.03.1994 Repair ‘STANCHION’.
31.03.1994 Repair ‘WHEEL SET’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘COUPLER COMPLETE’.
06.07.1994 Repair ‘LASHING POINT’.
06.07.1994 Repair ‘STANCHION’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘LASHING POINT’.
20.08.1996 Repair ‘WHEEL SET’.

FP 13

Details: wagon ‘FP 13 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 18.10.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.06.1996
Last Single Car Test: 06.06.1991
Last Lift: 29.11.1983

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘STANCHION’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
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15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘COUPLER COMPLETE’.
15.01.1990 Repair ‘SIDE BEARER’.
15.01.1990 Repair ‘STANCHION’.
15.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Repair ‘COUPLER COMPLETE’.
06.04.1990 Repair ‘STANCHION’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘COUPLER COMPLETE’.
30.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1990 Repair ‘STANCHION’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘BRANCH PIPE’.
09.11.1990 Repair ‘COUPLER COMPLETE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘HANDBRAKE HANDLE’.
09.11.1990 Repair ‘STANCHION’.
09.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1990 Repair ‘WHEEL SET’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COUPLER COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘VEHICLE STENCILS’.
05.06.1996 Repair ‘BOGIE COMPLETE’.

FP 14

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Repair ‘LASHING POINT’.
06.07.1989 Repair ‘STANCHION’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1989 Repair ‘STANCHION’.
29.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1993 Repair ‘VEHICLE SOLD’.

FP 15

Details: wagon ‘FP 15 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 06.10.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 28.11.1996
Last Single Car Test: 13.03.1996
Last Lift: 07.09.1983

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘LASHING POINT’.
27.09.1989 Repair ‘STANCHION’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
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26.07.1990 Repair ‘STANCHION’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1990 Repair ‘STANCHION’.
06.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1991 Repair ‘HANDBRAKE HANDLE’.
13.02.1991 Repair ‘STANCHION’.
13.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘BOGIE SPRING’.
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Repair ‘COUPLER COMPLETE’.
19.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.09.1991 Repair ‘LASHING POINT’.
19.09.1991 Repair ‘STANCHION’.
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘BOGIE SPRING’.
01.06.1992 Repair ‘BRAKE BLOCK RB95’.
01.06.1992 Repair ‘COUPLER COMPLETE’.
01.06.1992 Repair ‘LASHING POINT’.
01.06.1992 Repair ‘LASHING POINT’.
01.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1992 Repair ‘STANCHION’.
01.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘LASHING POINT’.
16.10.1992 Repair ‘STANCHION’.
16.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1992 Repair ‘WHEEL SET’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘BRAKE BLOCK RB95’.
28.04.1993 Repair ‘CENTRE SILL’.
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28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘SIDE SILL’.
28.04.1993 Repair ‘STANCHION’.
28.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘COUPLER COMPLETE’.
16.02.1994 Repair ‘END BRAKE COCK’.
16.02.1994 Repair ‘LASHING POINT’.
16.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1994 Repair ‘SIDE BEARER’.
16.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘END BRAKE COCK’.
27.06.1994 Repair ‘LASHING POINT’.
27.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1996 Repair ‘BRAKE PULL ROD’.
28.11.1996 Repair ‘EMPTY LOAD VALVE’.
28.11.1996 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

FP 16

06.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

FP 17

Details: wagon ‘FP 17 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 29.11.1944
Operating System: AN
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Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 08.08.1996
Last Single Car Test: 13.07.1994

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘STANCHION’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘COUPLER COMPLETE’.
22.11.1989 Repair ‘LASHING POINT’.
22.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1989 Repair ‘STANCHION’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘COUPLER COMPLETE’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘NYLON HOSE’.
11.01.1990 Repair ‘STANCHION’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘COUPLER COMPLETE’.
22.03.1990 Repair ‘EMPTY LOAD VALVE’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1990 Repair ‘STANCHION’.
22.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘STANCHION’.
27.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Repair ‘HANDBRAKE HANDLE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Repair ‘STANCHION’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘BRAKE BLOCK RB95’.
13.01.1993 Repair ‘BRAKE CONTROL PIPE’.
13.01.1993 Repair ‘CARD OR CLIP HOLDER’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
13.01.1993 Repair ‘END BRAKE COCK’.
13.01.1993 Repair ‘HANDBRAKE HANDLE’.
13.01.1993 Repair ‘STANCHION’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1994 Repair ‘BOGIE COMPLETE’.
08.07.1994 Repair ‘BRAKE BLOCK RB95’.
08.07.1994 Repair ‘COUPLER COMPLETE’.
08.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1994 Repair ‘RELAY VALVE’.
08.07.1994 Repair ‘STANCHION’.
08.07.1994 Repair ‘VEHICLE STENCILS’.
08.07.1994 Repair ‘WHEEL SET’.
19.06.1995 Repair ‘STANCHION’.
25.07.1996 Repair ‘WHEEL SET’.
08.08.1996 Repair ‘END BRAKE COCK’.

FP 18

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.07.1989 Repair ‘COUPLER COMPLETE’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘LASHING POINT’.
03.07.1989 Repair ‘STANCHION’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
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29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘COUPLER COMPLETE’.
29.09.1989 Repair ‘LASHING POINT’.
29.09.1989 Repair ‘STANCHION’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1990 Repair ‘HANDBRAKE HANDLE’.
15.02.1990 Repair ‘STANCHION’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE COMPLETE’.
19.06.1990 Repair ‘COUPLER COMPLETE’.
19.06.1990 Repair ‘LASHING POINT’.
19.06.1990 Repair ‘SIDE BEARER’.
19.06.1990 Repair ‘STANCHION’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘STANCHION’.
12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 19

Details: wagon ‘FP 19 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 14.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: AE NB
Return to Service Date: 19.10.1994
Last Single Car Test: 20.10.1994

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘BRANCH PIPE’.
01.08.1989 Repair ‘END FRAME MEMBER’.
01.08.1989 Repair ‘LASHING POINT’.
01.08.1989 Repair ‘STANCHION’.
01.08.1989 Repair ‘VEHICLE STENCILS’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘BRANCH PIPE’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘STANCHION’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE COMPLETE’.
08.01.1990 Repair ‘COUPLER COMPLETE’.
08.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1990 Repair ‘HANDBRAKE HANDLE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘STANCHION’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘STANCHION’.
28.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1990 Repair ‘WEAR PLATES & SADDLES’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘BRAKE BLOCK RB95’.
02.01.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘BRAKE BLOCK RB95’.
08.10.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘LASHING POINT’.
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08.10.1991 Repair ‘STANCHION’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1992 Repair ‘HANDBRAKE HANDLE’.
21.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘HANDBRAKE HANDLE’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘BRAKE BLOCK RB95’.
02.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
02.02.1994 Repair ‘LASHING POINT’.
02.02.1994 Repair ‘LASHING POINT’.
19.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1994 Repair ‘BOGIE COMPLETE’.
19.10.1994 Repair ‘BRAKE BLOCK RB95’.
19.10.1994 Repair ‘LASHING POINT’.
19.10.1994 Repair ‘WHEEL SET’.

FP 21

Details: wagon ‘FP 21 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 14.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 23.05.1996
Last Single Car Test: 05.09.1994

27.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘HANDBRAKE HANDLE’.
07.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘COUPLER COMPLETE’.
22.03.1990 Repair ‘HANDBRAKE HANDLE’.
22.03.1990 Repair ‘STANCHION’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘COUPLER COMPLETE’.
12.06.1990 Repair ‘SIDE SILL’.
12.06.1990 Repair ‘STANCHION’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1990 Repair ‘STANCHION’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘STANCHION’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1991 Repair ‘HANDBRAKE HANDLE’.
06.08.1991 Repair ‘LASHING POINT’.
06.08.1991 Repair ‘STANCHION’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
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05.03.1993 Repair ‘STANCHION’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘BRANCH PIPE’.
22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘LASHING POINT’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘COUPLER COMPLETE’.
08.07.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘LASHING POINT’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE PULL ROD’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘END BRAKE COCK’.
02.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1994 Repair ‘BOGIE COMPLETE’.
02.09.1994 Repair ‘BRAKE BLOCK RB95’.
02.09.1994 Repair ‘BRAKE BLOCK RB95’.
02.09.1994 Repair ‘COUPLER COMPLETE’.
02.09.1994 Repair ‘WHEEL SET’.
14.02.1996 Repair ‘BRANCH PIPE’.
23.05.1996 Repair ‘HANDBRAKE HANDLE’.

FP 22

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FP 23

Details: wagon ‘FP 23 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
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Date Built: 14.09.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 07.08.1996
Last Single Car Test: 05.12.1994
Last Lift: 01.06.1983

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1989 Repair ‘HANDBRAKE HANDLE’.
21.07.1989 Repair ‘LASHING POINT’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1989 Repair ‘HANDBRAKE HANDLE’.
07.12.1989 Repair ‘SIDE SILL’.
07.12.1989 Repair ‘STANCHION’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1990 Repair ‘STANCHION’.
16.01.1990 Repair ‘STANCHION’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRAKE BLOCK RB95’.
01.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.11.1990 Repair ‘END BRAKE COCK’.
01.11.1990 Repair ‘END SILL’.
01.11.1990 Repair ‘SIDE BEARER’.
01.11.1990 Repair ‘STANCHION’.
01.11.1990 Repair ‘TRAIN PIPE (END)’.
01.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE COMPLETE’.
29.01.1991 Repair ‘BRAKE BLOCK RB95’.
29.01.1991 Repair ‘COUPLER COMPLETE’.
29.01.1991 Repair ‘LASHING POINT’.
29.01.1991 Repair ‘STANCHION’.
29.01.1991 Repair ‘TRAIN PIPE (END)’.
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15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘STANCHION’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘END BRAKE COCK’.
29.05.1991 Repair ‘LASHING POINT’.
29.05.1991 Repair ‘STANCHION’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘LASHING POINT’.
28.04.1992 Repair ‘STANCHION’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE COMPLETE’.
16.06.1992 Repair ‘BRANCH PIPE’.
16.06.1992 Repair ‘COUPLER COMPLETE’.
16.06.1992 Repair ‘LASHING POINT’.
16.06.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘END BRAKE COCK’.
10.12.1992 Repair ‘LASHING POINT’.
10.12.1992 Repair ‘STANCHION’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Repair ‘STANCHION’.
05.05.1993 Repair ‘STANCHION’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE PIN’.
18.05.1994 Repair ‘BRAKE PULL ROD’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘END BRAKE COCK’.
18.05.1994 Repair ‘END BRAKE COCK’.
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18.05.1994 Repair ‘LASHING POINT’.
18.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1994 Repair ‘STANCHION’.
01.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1994 Repair ‘BOGIE COMPLETE’.
01.12.1994 Repair ‘BOGIE COMPLETE’.
01.12.1994 Repair ‘COUPLER COMPLETE’.
07.03.1996 Repair ‘LASHING POINT’.
07.08.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FP 24

Details: wagon ‘FP 24 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 16.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 02.12.1996
Last Single Car Test: 23.08.1994
Last Lift: 28.10.1983

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘COUPLER COMPLETE’.
07.09.1989 Repair ‘END BRAKE COCK’.
07.09.1989 Repair ‘HANDBRAKE HANDLE’.
07.09.1989 Repair ‘LASHING POINT’.
07.09.1989 Repair ‘LASHING POINT’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘BRAKE CONTROL PIPE’.
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10.04.1990 Repair ‘BRANCH PIPE’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘STANCHION’.
10.04.1990 Repair ‘WEAR PLATES & SADDLES’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘BRANCH PIPE’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
13.02.1991 Repair ‘STANCHION’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘LASHING POINT’.
29.05.1991 Repair ‘STANCHION’.
29.05.1991 Repair ‘WHEEL SET’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE ADAPTER’.
15.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘BRANCH PIPE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘HANDBRAKE HANDLE’.
15.01.1992 Repair ‘LASHING POINT’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘BRAKE LEVER’.
31.07.1992 Repair ‘COUPLER COMPLETE’.
31.07.1992 Repair ‘LASHING POINT’.
31.07.1992 Repair ‘STANCHION’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘LASHING POINT’.
21.04.1994 Repair ‘STANCHION’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘BRAKE BLOCK RB95’.
22.08.1994 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘LASHING POINT’.
05.08.1996 Repair ‘BOGIE COMPLETE’.
02.12.1996 Repair ‘BRAKE PULL ROD’.
02.12.1996 Repair ‘LASHING POINT’.
02.12.1996 Repair ‘STANCHION’.
02.12.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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FP 25

09.12.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Repair ‘VEHICLE SOLD’.

FP 26

Details: wagon ‘FP 26 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 21.09.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 07.10.1996
Last Single Car Test: 31.01.1995

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘COUPLER COMPLETE’.
20.12.1989 Repair ‘LASHING POINT’.
20.12.1989 Repair ‘SIDE SILL’.
20.12.1989 Repair ‘STANCHION’.
20.12.1989 Repair ‘VEHICLE STENCILS’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘BRANCH PIPE’.
02.02.1990 Repair ‘COUPLER COMPLETE’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘END BRAKE COCK’.
02.02.1990 Repair ‘STANCHION’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘LASHING POINT’.
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18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1990 Repair ‘STANCHION’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘BRAKE PIN’.
31.01.1991 Repair ‘COUPLER COMPLETE’.
31.01.1991 Repair ‘SIDE SILL’.
31.01.1991 Repair ‘STANCHION’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.02.1991 Repair ‘COUPLER COMPLETE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘COUPLER COMPLETE’.
12.06.1991 Repair ‘LASHING POINT’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1991 Repair ‘HANDBRAKE HANDLE’.
06.08.1991 Repair ‘LASHING POINT’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE PIN’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘LASHING POINT’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRANCH PIPE’.
22.05.1992 Repair ‘COUPLER COMPLETE’.
22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1992 Repair ‘HANDBRAKE HANDLE’.
22.05.1992 Repair ‘STANCHION’.
22.05.1992 Repair ‘TRAIN PIPE’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
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03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘LASHING POINT’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘HANDBRAKE HANDLE’.
23.03.1993 Repair ‘SIDE MEMBER’.
23.03.1993 Repair ‘STANCHION’.
23.03.1993 Repair ‘TRAIN PIPE (END)’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘BRAKE PIN’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Repair ‘LASHING POINT’.
14.12.1993 Repair ‘WHEEL SET’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE BLOCK RB95’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘ISOLATING COCK’.
21.06.1994 Repair ‘LASHING POINT’.
21.06.1994 Repair ‘STANCHION’.
21.06.1994 Repair ‘WHEEL SET’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1995 Repair ‘BOGIE COMPLETE’.
30.01.1995 Repair ‘BRAKE BLOCK RB95’.
30.01.1995 Repair ‘COUPLER COMPLETE’.
30.01.1995 Repair ‘STANCHION’.
30.01.1995 Repair ‘WHEEL SET’.
05.08.1996 Repair ‘CARD OR CLIP HOLDER’.
07.10.1996 Repair ‘EMPTY LOAD VALVE’.

FP 27

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 28

Details: wagon ‘FP 28 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 19.10.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 03.07.1996
Last Triple Valve: 17.04.1991
Last Single Car Test: 03.02.1994
Last Lift: 15.10.1982

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘STANCHION’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘STANCHION’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘COUPLER COMPLETE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘STANCHION’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘COUPLER COMPLETE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1990 Repair ‘STANCHION’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE PIN’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.04.1991 Repair ‘COUPLER COMPLETE’.
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17.04.1991 Repair ‘LASHING POINT’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘HANDBRAKE HANDLE’.
07.11.1991 Repair ‘HOSE FITTINGS’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘COUPLER COMPLETE’.
23.01.1992 Repair ‘LASHING POINT’.
23.01.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘STANCHION’.
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘BRAKE BLOCK RB95’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘END BRAKE COCK’.
02.03.1993 Repair ‘END BRAKE COCK’.
02.03.1993 Repair ‘LASHING POINT’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.03.1993 Repair ‘LASHING POINT’.
29.03.1993 Repair ‘STANCHION’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE COMPLETE’.
02.02.1994 Repair ‘COUPLER COMPLETE’.
02.02.1994 Repair ‘LASHING POINT’.
02.02.1994 Repair ‘LASHING POINT’.
02.02.1994 Repair ‘STANCHION’.
03.07.1996 Repair ‘BRANCH PIPE’.

FP 29

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FP 30

Details: wagon ‘FP 30 Q’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 03.11.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 11.03.1996
Last Single Car Test: 27.04.1994

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘LASHING POINT’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘SIDE SILL’.
16.01.1990 Repair ‘STANCHION’.
16.01.1990 Repair ‘WHEEL SET’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘BRANCH PIPE’.
07.06.1990 Repair ‘COUPLER COMPLETE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
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07.06.1990 Repair ‘STANCHION’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1991 Repair ‘HANDBRAKE HANDLE’.
13.08.1991 Repair ‘STANCHION’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘COUPLER COMPLETE’.
21.07.1992 Repair ‘LASHING POINT’.
21.07.1992 Repair ‘STANCHION’.
21.07.1992 Repair ‘TRAIN PIPE’.
04.02.1993 Repair ‘LASHING POINT’.
30.03.1993 Repair ‘LASHING POINT’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE PULL ROD’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1993 Repair ‘HANDBRAKE HANDLE’.
27.07.1993 Repair ‘LASHING POINT’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRANCH PIPE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘LASHING POINT’.
27.04.1994 Repair ‘TRAIN PIPE (END)’.
27.04.1994 Repair ‘VEHICLE STENCILS’.
31.05.1995 Repair ‘STANCHION’.
18.10.1995 Repair ‘STANCHION’.
11.03.1996 Repair ‘END BRAKE COCK’.

FP 31

Details: wagon ‘FP 31 C’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 10.10.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 18.10.1994
Last Triple Valve: 23.08.1990
Last Single Car Test: 19.10.1994
Last Lift: 25.08.1983

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRANCH PIPE’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1989 Repair ‘LASHING POINT’.
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘BOGIE WEAR PLATES’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘STANCHION’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘HANDBRAKE HANDLE’.
06.12.1989 Repair ‘STANCHION’.
06.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
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25.01.1990 Repair ‘COUPLER COMPLETE’.
25.01.1990 Repair ‘HANDBRAKE HANDLE’.
25.01.1990 Repair ‘STANCHION’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘BRAKE PIN’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
19.03.1990 Repair ‘END BRAKE COCK’.
19.03.1990 Repair ‘HANDBRAKE HANDLE’.
19.03.1990 Repair ‘STANCHION’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Repair ‘STANCHION’.
09.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1990 Repair ‘COUPLER COMPLETE’.
23.08.1990 Repair ‘HANDBRAKE HANDLE’.
23.08.1990 Repair ‘STANCHION’.
23.08.1990 Repair ‘TRAIN PIPE’.
23.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘COUPLER COMPLETE’.
30.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1990 Repair ‘STANCHION’.
30.10.1990 Repair ‘TRAIN PIPE’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘BRAKE PULL ROD’.
07.12.1990 Repair ‘COUPLER COMPLETE’.
07.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘FLOOR SHEETING’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
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26.02.1991 Repair ‘EMPTY LOAD VALVE’.
26.02.1991 Repair ‘END BRAKE COCK’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1991 Repair ‘HANDBRAKE HANDLE’.
26.02.1991 Repair ‘SIDE SILL’.
26.02.1991 Repair ‘WHEEL SET’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1991 Repair ‘BRAKE BLOCK RB95’.
10.10.1991 Repair ‘BRAKE PIN’.
10.10.1991 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘COUPLER KNUCKLE’.
20.01.1992 Repair ‘END BRAKE COCK’.
20.01.1992 Repair ‘LASHING POINT’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘LASHING POINT’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘BRANCH PIPE’.
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘LASHING POINT’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE PIN’.
20.10.1992 Repair ‘BRAKE PULL ROD’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘LASHING POINT’.
20.10.1992 Repair ‘STANCHION’.
20.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
13.01.1993 Repair ‘END HOSE’.
13.01.1993 Repair ‘LASHING POINT’.
18.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1994 Repair ‘BOGIE COMPLETE’.
18.10.1994 Repair ‘BRAKE BLOCK RB95’.
18.10.1994 Repair ‘BRANCH PIPE’.
18.10.1994 Repair ‘COUPLER COMPLETE’.
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18.10.1994 Repair ‘LASHING POINT’.
18.10.1994 Repair ‘WHEEL SET’.

FP 32

Details: wagon ‘FP 32 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 23.08.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 13.11.1996
Last Brake Cylinder: 15.11.1991
Last Single Car Test: 06.05.1994

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘COUPLER COMPLETE’.
20.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1989 Repair ‘STANCHION’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1990 Repair ‘HANDBRAKE HANDLE’.
16.01.1990 Repair ‘STANCHION’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
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22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1990 Repair ‘STANCHION’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘WHEEL SET’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘BRAKE PIN’.
14.11.1991 Repair ‘BRANCH PIPE’.
14.11.1991 Repair ‘COUPLER COMPLETE’.
14.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1991 Repair ‘STANCHION’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1992 Repair ‘BOGIE COMPLETE’.
29.06.1992 Repair ‘BRAKE BLOCK RB95’.
29.06.1992 Repair ‘COUPLER COMPLETE’.
29.06.1992 Repair ‘COUPLER KNUCKLE’.
29.06.1992 Repair ‘LASHING POINT’.
29.06.1992 Repair ‘STANCHION’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRANCH PIPE’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘LASHING POINT’.
13.11.1996 Repair ‘LASHING POINT’.
13.11.1996 Repair ‘WHEEL SET’.

FP 33

Details: wagon ‘FP 33 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 14.09.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 22.08.1995
Last Single Car Test: 22.04.1994
Last Lift: 07.02.1983

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘STANCHION’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1990 Repair ‘BOGIE COMPLETE’.
26.03.1990 Repair ‘COUPLER COMPLETE’.
26.03.1990 Repair ‘HANDBRAKE HANDLE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1990 Repair ‘HANDBRAKE HANDLE’.
22.10.1990 Repair ‘STANCHION’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘BRAKE LEVER’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘STANCHION’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘HANDBRAKE HANDLE’.
20.03.1991 Repair ‘STANCHION’.
20.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘BRAKE PIN’.

6260



2.286. Wagon classification starting with ‘FP’

30.05.1991 Repair ‘COUPLER COMPLETE’.
30.05.1991 Repair ‘STANCHION’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.02.1992 Repair ‘HANDBRAKE HANDLE’.
04.02.1992 Repair ‘LASHING POINT’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘STANCHION’.
09.04.1992 Repair ‘WHEEL SET’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘LASHING POINT’.
18.09.1992 Repair ‘STANCHION’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE COMPLETE’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘END BRAKE COCK’.
07.06.1993 Repair ‘LASHING POINT’.
07.06.1993 Repair ‘STANCHION’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘STANCHION’.
12.05.1995 Repair ‘STANCHION’.
11.07.1995 Repair ‘WHEEL SET’.
22.08.1995 Repair ‘END BRAKE COCK’.

FP 34

Details: wagon ‘FP 34 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 02.10.1944
Operating System: AN
Intended Use: LOGS
Remarks: EX KKD;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.11.1996
Last Triple Valve: 02.12.1988
Last Single Car Test: 27.04.1995
Last Lift: 21.07.1983

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘BRAKE PULL ROD’.
24.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘COUPLER COMPLETE’.
22.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1990 Repair ‘HANDBRAKE HANDLE’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘END HOSE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘STANCHION’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘COUPLER COMPLETE’.
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18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Repair ‘LASHING POINT’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘STANCHION’.
17.12.1990 Repair ‘STANCHION’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘TRAIN PIPE’.
17.12.1990 Repair ‘TRAIN PIPE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘LASHING POINT’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘HANDBRAKE HANDLE’.
13.01.1992 Repair ‘LASHING POINT’.
13.01.1992 Repair ‘SIDE BEARER’.
13.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘HANDBRAKE HANDLE’.
14.01.1992 Repair ‘LASHING POINT’.
14.01.1992 Repair ‘SIDE BEARER’.
14.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘BRAKE CONTROL PIPE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘LASHING POINT’.
17.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
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07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘COUPLER COMPLETE’.
07.07.1993 Repair ‘LASHING POINT’.
07.07.1993 Repair ‘LASHING POINT’.
07.07.1993 Repair ‘STANCHION’.
07.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘LASHING POINT’.
27.07.1993 Repair ‘LASHING POINT’.
27.07.1993 Repair ‘STANCHION’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘END BRAKE COCK’.
02.08.1993 Repair ‘SIDE SILL’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE COMPLETE’.
02.12.1993 Repair ‘COUPLER COMPLETE’.
02.12.1993 Repair ‘LASHING POINT’.
06.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1994 Repair ‘BOGIE COMPLETE’.
06.06.1994 Repair ‘BRANCH PIPE’.
06.06.1994 Repair ‘COUPLER COMPLETE’.
06.06.1994 Repair ‘END BRAKE COCK’.
26.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1996 Repair ‘BRANCH PIPE’.

FP 35

Details: wagon ‘FP 35 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 28.02.1941
Operating System: AN
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Intended Use: LOGS
Remarks: EX FFF;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 22.08.1995
Last Single Car Test: 03.06.1993

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘STANCHION’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1990 Repair ‘HANDBRAKE HANDLE’.
23.05.1990 Repair ‘STANCHION’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘BRAKE LEVER’.
24.07.1990 Repair ‘COUPLER COMPLETE’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1990 Repair ‘LASHING POINT’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER COMPLETE’.
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Repair ‘HANDBRAKE HANDLE’.
14.02.1991 Repair ‘STANCHION’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘DOOR COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘HANDBRAKE HANDLE’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1991 Repair ‘HANDBRAKE HANDLE’.
15.08.1991 Repair ‘STANCHION’.
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18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1991 Repair ‘HANDBRAKE HANDLE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.01.1992 Repair ‘COUPLER COMPLETE’.
14.01.1992 Repair ‘FLOOR SHEETING’.
14.01.1992 Repair ‘HANDBRAKE HANDLE’.
14.01.1992 Repair ‘STANCHION’.
14.01.1992 Repair ‘WHEEL SET’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘LASHING POINT’.
15.04.1992 Repair ‘STANCHION’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘STANCHION’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘LASHING POINT’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘STANCHION’.
21.06.1995 Repair ‘WHEEL SET’.
22.08.1995 Repair ‘STANCHION’.

FP 36

Details: wagon ‘FP 36 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: T W114
Date Built: 18.09.1940
Operating System: AN
Intended Use: LOGS
Remarks: EX FFF;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 26.07.1996
Due Triple Valve: 22.06.1996
Last Single Car Test: 25.01.1995
Last Lift: 23.11.1983

24.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘COUPLER COMPLETE’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘END BRAKE COCK’.
10.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘LASHING POINT’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘END BRAKE COCK’.
07.12.1989 Repair ‘END SILL’.
07.12.1989 Repair ‘HANDBRAKE HANDLE’.
07.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1989 Repair ‘STANCHION’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘STANCHION’.
01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘COUPLER COMPLETE’.
31.05.1990 Repair ‘EMPTY LOAD VALVE’.
31.05.1990 Repair ‘GRADE CONTROL VALVE’.
31.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1990 Repair ‘LASHING POINT’.
31.05.1990 Repair ‘STANCHION’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘BRANCH PIPE’.
03.07.1990 Repair ‘COUPLER COMPLETE’.
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

6267



2. TIMS GROUP INFORMATION - WAGONS

05.09.1990 Repair ‘BOGIE COMPLETE’.
05.09.1990 Repair ‘BRANCH PIPE’.
05.09.1990 Repair ‘COUPLER COMPLETE’.
05.09.1990 Repair ‘STANCHION’.
05.09.1990 Repair ‘VEHICLE STENCILS’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘STANCHION’.
28.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘HANDBRAKE HANDLE’.
06.03.1991 Repair ‘STANCHION’.
06.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE COMPLETE’.
02.12.1991 Repair ‘BRAKE BLOCK RB95’.
02.12.1991 Repair ‘COUPLER COMPLETE’.
02.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1991 Repair ‘HANDBRAKE HANDLE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BRAKE BLOCK RB95’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1992 Repair ‘HANDBRAKE HANDLE’.
03.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘HANDBRAKE HANDLE’.
09.04.1992 Repair ‘STANCHION’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘CARD OR CLIP HOLDER’.
18.08.1992 Repair ‘COUPLER COMPLETE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE COMPLETE’.
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07.01.1993 Repair ‘COUPLER COMPLETE’.
07.01.1993 Repair ‘HANDBRAKE HANDLE’.
07.01.1993 Repair ‘LASHING POINT’.
07.01.1993 Repair ‘STANCHION’.
30.03.1993 Repair ‘LASHING POINT’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘COUPLER COMPLETE’.
09.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1993 Repair ‘TRAIN PIPE (END)’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BOGIE COMPLETE’.
20.07.1994 Repair ‘BRAKE BLOCK RB95’.
20.07.1994 Repair ‘COUPLER COMPLETE’.
20.07.1994 Repair ‘LASHING POINT’.
20.07.1994 Repair ‘LASHING POINT’.
20.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.01.1995 Repair ‘BRAKE BLOCK RB95’.
24.01.1995 Repair ‘STANCHION’.
20.06.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1996 Repair ‘LASHING POINT’.

FP 39

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FP 40

Details: wagon ‘FP 40 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1630
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 01.01.1931
Operating System: AN
Intended Use: LOGS
Remarks: EX FFF;WITH BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 21.02.1996
Due Triple Valve: 07.06.1996
Last Triple Valve: 31.07.1989
Last Single Car Test: 10.05.1994

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘HANDBRAKE HANDLE’.
28.07.1989 Repair ‘SIDE BEARER’.
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘BRANCH PIPE’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1989 Repair ‘HANDBRAKE HANDLE’.
12.09.1989 Repair ‘LASHING POINT’.
12.09.1989 Repair ‘STANCHION’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
01.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1989 Repair ‘STANCHION’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1990 Repair ‘HANDBRAKE HANDLE’.
04.04.1990 Repair ‘STANCHION’.
04.04.1990 Repair ‘TRANSOM’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRANCH PIPE’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘STANCHION’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Repair ‘BRAKE CONTROL PIPE’.
11.07.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘END BRAKE COCK’.
11.07.1990 Repair ‘STANCHION’.
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘COUPLER COMPLETE’.
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25.03.1991 Repair ‘STANCHION’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘LASHING POINT’.
25.09.1991 Repair ‘STANCHION’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘COUPLER KNUCKLE’.
14.02.1992 Repair ‘HANDBRAKE HANDLE’.
14.02.1992 Repair ‘LASHING POINT’.
14.02.1992 Repair ‘STANCHION’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘HANDBRAKE HANDLE’.
02.07.1992 Repair ‘LASHING POINT’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘LASHING POINT’.
19.01.1993 Repair ‘STANCHION’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘LASHING POINT’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘BRAKE LEVER’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘END BRAKE COCK’.
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10.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1994 Repair ‘STANCHION’.
05.06.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.02.1996 Repair ‘COUPLER TRIGGER LEVER’.

FP 41

Details: wagon ‘FP 41 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1630
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W114
Date Built: 01.01.1931
Operating System: AN
Intended Use: LOGS
Remarks: EX FFF;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Last Single Car Test: 20.04.1989

FP 50

21.03.1988 Alteration complete ‘RECLASSIFY NRB CLASS TO FP CLASS WAGON.
(2110)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘13.8tonne’. Current
Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘FP’. Intended use: ‘LOGS’. Capacity: ‘28T.’

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘CARD OR CLIP HOLDER’.
07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1989 Repair ‘LASHING POINT’.
07.07.1989 Repair ‘WEAR PLATES & SADDLES’.
12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 51

21.03.1988 Alteration complete ‘RECLASSIFY NRB CLASS TO FP CLASS WAGON.
(2110)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘13.8tonne’. Current
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Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘FP’. Intended use: ‘LOGS’. Capacity: ‘28T.’

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 52

21.03.1988 Alteration complete ‘RECLASSIFY NRB CLASS TO FP CLASS WAGON.
(2110)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘13.8tonne’. Current
Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘FP’. Intended use: ‘LOGS’. Capacity: ‘28T.’

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘COUPLER COMPLETE’.
08.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1989 Repair ‘END BRAKE COCK’.
08.12.1989 Repair ‘TRAIN PIPE (END)’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BODY COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
29.08.1990 Repair ‘END BRAKE COCK’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘COUPLER COMPLETE’.
13.09.1990 Repair ‘COUPLER KNUCKLE’.
13.09.1990 Repair ‘END HOSE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘COUPLER COMPLETE’.
25.09.1990 Repair ‘LASHING POINT’.
25.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1990 Repair ‘UNDERFRAME COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘END BRAKE COCK’.
22.01.1991 Repair ‘LASHING POINT’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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FP 53

20.05.1988 Alteration complete ‘RECLASSIFY NRA CLASS TO FP CLASS WAGONS
(2113)’. New class: ‘FP’.

25.05.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 54

02.03.1994 Reclassified from wagon ‘FP 54 W’ to ’ wagon ‘ZM 3 K’.

FP 55

21.03.1988 Alteration complete ‘RECLASSIFY NRB CLASS TO FP CLASS WAGON.
(2110)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘13.8tonne’. Current
Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘FP’. Intended use: ‘LOGS’. Capacity: ‘28T.’

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1989 Repair ‘LASHING POINT’.
19.10.1989 Repair ‘YOKE CARRIER’.
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘COUPLER COMPLETE’.
02.02.1990 Repair ‘WHEEL SET’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘BRANCH PIPE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1990 Repair ‘UNDERFRAME COMPLETE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 56

21.03.1988 Alteration complete ‘RECLASSIFY NRB CLASS TO FP CLASS WAGON.
(2110)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘13.8tonne’. Current
Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘FP’. Intended use: ‘LOGS’. Capacity: ‘28T.’

19.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘BRAKE BLOCK RB95’.

6274



2.287. Wagon classification starting with ‘FQ’

09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1990 Repair ‘END BRAKE COCK’.
09.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRANCH PIPE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FP 57

21.03.1988 Alteration complete ‘RECLASSIFY NRB CLASS TO FP CLASS WAGON.
(2110)’. Length Over Headstocks: ‘12.2m’. Tare Weight: ‘13.8tonne’. Current
Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘FP’. Intended use: ‘LOGS’. Capacity: ‘28T.’

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

2.287 Wagon classification starting with ‘FQ’

FQ 1

22.05.1987 Reclassified from wagon ‘FQ 1 D’ to ’ wagon ‘QP 1 M’.

FQ 2

25.05.1987 Reclassified from wagon ‘FQ 2 M’ to ’ wagon ‘QP 2 V’.

FQ 3

10.03.1988 Reclassified from wagon ‘FQ 3 V’ to ’ wagon ‘QP 3 H’.
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FQ 4

04.02.1991 Reclassified from wagon ‘FQ 4 H’ to ’ wagon ‘QP 4 Q’.

FQ 5

25.05.1987 Reclassified from wagon ‘FQ 5 Q’ to ’ wagon ‘QP 5 C’.

FQ 6

18.12.1989 Reclassified from wagon ‘FQ 6 C’ to ’ wagon ‘QP 6 L’.

FQ 7

22.05.1987 Reclassified from wagon ‘FQ 7 L’ to ’ wagon ‘QP 7 U’.

FQ 8

17.07.1987 Reclassified from wagon ‘FQ 8 U’ to ’ wagon ‘QP 8 G’.

FQ 9

02.12.1987 Reclassified from wagon ‘FQ 9 G’ to ’ wagon ‘QP 9 P’.

FQ 10

15.05.1989 Reclassified from wagon ‘FQ 10 C’ to ’ wagon ‘QP 10 L’.

FQ 11

07.10.1996 Reclassified from wagon ‘FQ 11 L’ to ’ wagon ‘QP 11 U’.

FQ 12

19.11.1996 Reclassified from wagon ‘FQ 12 U’ to ’ wagon ‘QP 12 G’.

FQ 13

26.08.1996 Reclassified from wagon ‘FQ 13 G’ to ’ wagon ‘QP 13 P’.

FQ 14

17.12.1990 Reclassified from wagon ‘FQ 14 P’ to ’ wagon ‘QP 14 B’.

FQ 15

08.02.1990 Reclassified from wagon ‘FQ 15 B’ to ’ wagon ‘QP 15 K’.

FQ 16

05.10.1994 Reclassified from wagon ‘FQ 16 K’ to ’ wagon ‘QP 16 T’.
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FQ 17

Details: wagon ‘FQ 17 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTFQ

Fleet Grp Code: AE NA ND
Return to Service Date: 29.09.1994
Last Single Car Test: 04.10.1994
Last Lift: 15.09.1980

16.02.1988 Alteration ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’. New class:
‘QP’.

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1991 Repair ‘WEAR PLATES & SADDLES’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘BRAKE BLOCK RB95’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Repair ‘WHEEL SET’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BOGIE COMPLETE’.
25.01.1993 Repair ‘COUPLER COMPLETE’.
25.01.1993 Repair ‘END BRAKE COCK’.
25.01.1993 Repair ‘STEP’.
25.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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29.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1994 Repair ‘BOGIE COMPLETE’.
29.09.1994 Repair ‘BRAKE BLOCK RB95’.
29.09.1994 Repair ‘COUPLER COMPLETE’.
29.09.1994 Repair ‘WHEEL SET’.

FQ 18

Details: wagon ‘FQ 18 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 20.09.1928
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTFQ

Fleet Grp Code: AE NA ND
Return to Service Date: 15.08.1995
Last Single Car Test: 31.03.1994
Last Lift: 22.02.1983

16.02.1988 Alteration ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’. New class:
‘QP’.

02.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘END BRAKE COCK’.
09.08.1989 Repair ‘END HOSE’.
09.08.1989 Repair ‘HOSE FITTINGS’.
09.08.1989 Repair ‘NYLON HOSE’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘COUPLER COMPLETE’.
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02.01.1990 Repair ‘VEHICLE STENCILS’.
02.01.1990 Repair ‘WHEEL SET’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘COUPLER COMPLETE’.
20.09.1990 Repair ‘DOOR COMPLETE’.
20.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1991 Repair ‘BOGIE COMPLETE’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘WEAR PLATES & SADDLES’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK OTHER’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘BRAKE PIN’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘WHEEL SET’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRANCH PIPE’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BRAKE LEVER’.
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1994 Repair ‘BOGIE COMPLETE’.
28.03.1994 Repair ‘COUPLER COMPLETE’.
28.03.1994 Repair ‘STANCHION’.
28.03.1994 Repair ‘WHEEL SET’.
15.08.1995 Repair ‘BRAKE PULL ROD’.

FQ 19

Details: wagon ‘FQ 19 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 08.09.1928
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTFQ

Capacity of 40 tonnes

Fleet Grp Code: AE NA ND
Return to Service Date: 10.08.1992
Last Single Car Test: 10.08.1992
Last Lift: 08.10.1981
Cont Connector Type:] S
Cont Max Slots: 8

16.02.1988 Alteration ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’. New class:
‘QP’.

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1992 Repair ‘BOGIE COMPLETE’.
10.08.1992 Repair ‘BRAKE BLOCK RB95’.
10.08.1992 Repair ‘BRAKE PULL ROD’.
10.08.1992 Repair ‘COUPLER COMPLETE’.
10.08.1992 Repair ‘STEP’.
10.08.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
10.08.1992 Repair ‘VEHICLE STENCILS’.
10.08.1992 Repair ‘WHEEL SET’.

FQ 20

02.08.1996 Reclassified from wagon ‘FQ 20 K’ to ’ wagon ‘QP 20 T’.

FQ 21

07.07.1987 Reclassified from wagon ‘FQ 21 T’ to ’ wagon ‘QP 21 F’.

FQ 22

29.04.1997 Reclassified from wagon ‘FQ 22 F’ to ’ wagon ‘QP 22 Y’.

FQ 23

25.03.1997 Reclassified from wagon ‘FQ 23 Y’ to ’ wagon ‘QP 23 A’.

FQ 24

30.09.1996 Reclassified from wagon ‘FQ 24 A’ to ’ wagon ‘QP 24 J’.
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FQ 25

20.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
08.03.1990 Repair ‘BRAKE BLOCK RB95’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Repair ‘BRAKE BLOCK RB95’.
03.12.1992 Repair ‘BRANCH PIPE’.
03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘TRAIN PIPE (END)’.
03.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1992 Repair ‘WHEEL SET’.
13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

FQ 26

13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

FQ 27

02.09.1996 Reclassified from wagon ‘FQ 27 E’ to ’ wagon ‘QP 27 N’.

FQ 28

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FQ 29

10.10.1994 Reclassified from wagon ‘FQ 29 W’ to ’ wagon ‘QP 29 X’.

FQ 30

26.08.1996 Reclassified from wagon ‘FQ 30 S’ to ’ wagon ‘QP 30 E’.

FQ 31

25.05.1989 Reclassified from wagon ‘FQ 31 E’ to ’ wagon ‘QP 31 N’.

FQ 32

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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FQ 33

07.12.1987 Reclassified from wagon ‘FQ 33 W’ to ’ wagon ‘QP 33 X’.

FQ 34

07.12.1987 Reclassified from wagon ‘FQ 34 X’ to ’ wagon ‘QP 34 R’.

FQ 35

Details: wagon ‘FQ 35 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 27.02.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX

Fleet Grp Code: AE NA ND
Return to Service Date: 08.02.1996
Last Single Car Test: 08.02.1996
Last Lift: 15.12.1983

AOGA
BSG Code: FTFQ

16.02.1988 Alteration ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’. New class:
‘QP’.

20.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘BRAKE PIN’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
14.07.1992 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘WHEEL SET’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
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08.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FQ 36

10.02.1997 Reclassified from wagon ‘FQ 36 D’ to ’ wagon ‘QP 36 M’.

FQ 37

18.04.1997 Reclassified from wagon ‘FQ 37 M’ to ’ wagon ‘QP 37 V’.

FQ 38

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE PIN’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1992 Repair ‘BRAKE BLOCK RB95’.
24.12.1992 Repair ‘COUPLER COMPLETE’.
24.12.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

FQ 39

29.04.1987 Reclassified from wagon ‘FQ 39 H’ to ’ wagon ‘AOGF 171 K’.
07.12.1987 Reclassified from wagon ‘FQ 39 H’ to ’ wagon ‘QP 39 Q’.

FQ 40

Details: wagon ‘FQ 40 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 30.06.1925
Operating System: AN
Intended Use: CONTAINERS

6283



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX AOGF
BSG Code: FTFQ

Fleet Grp Code: NA ND
Return to Service Date: 29.03.1995
Last Brake Cylinder: 01.02.1989
Last Single Car Test: 30.03.1995
Last Lift: 18.09.1984

16.02.1988 Alteration ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’. New class:
‘QP’.

22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1993 Repair ‘BOGIE COMPLETE’.
22.01.1993 Repair ‘BRAKE BLOCK RB95’.
22.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1993 Repair ‘COUPLER COMPLETE’.
22.01.1993 Repair ‘COUPLER KNUCKLE’.
22.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘COUPLER COMPLETE’.
29.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FQ 41

Details: wagon ‘FQ 41 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W123
Date Built: 15.09.1928
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: NA ND
Return to Service Date: 29.04.1994
Last Single Car Test: 29.04.1994
Last Lift: 17.09.1981

6284



2.288. Wagon classification starting with ‘FR’

16.02.1988 Alteration ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’. New class:
‘QP’.

18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BRAKE PIN’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘SIDE BEARER’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Repair ‘WEAR PLATES & SADDLES’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Repair ‘SIDE BEARER’.
11.07.1991 Repair ‘WHEEL SET’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BRAKE LEVER’.
10.08.1993 Repair ‘BRAKE PIN’.
10.08.1993 Repair ‘BRAKE PULL ROD’.
10.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘BRAKE LEVER’.
11.08.1993 Repair ‘BRAKE PIN’.
11.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
29.04.1994 Repair ‘BRAKE BLOCK RB95’.
29.04.1994 Repair ‘COUPLER COMPLETE’.
29.04.1994 Repair ‘WHEEL SET’.

2.288 Wagon classification starting with ‘FR’

FR 1

01.03.1988 Reclassified from wagon ‘FR 1 F’ to ’ wagon ‘QM 1 G’.

FR 2

Details: wagon ‘FR 2 Y’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W127
Date Built: 27.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX NRO;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 30.11.1994
Last Single Car Test: 05.12.1994
Last Lift: 28.07.1983

01.03.1988 Alteration ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’. Length Over
Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’. Intended use:
‘CONTAINERS’. Capacity: ‘37T.’

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘BOGIE SPRING’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE COMPLETE’.
03.06.1992 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘BRAKE PULL ROD’.
03.06.1992 Repair ‘COUPLER COMPLETE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
03.06.1992 Repair ‘VEHICLE STENCILS’.
02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.07.1993 Repair ‘BOGIE COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB95’.
13.07.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1994 Repair ‘BOGIE COMPLETE’.
30.11.1994 Repair ‘COUPLER COMPLETE’.
30.11.1994 Repair ‘TWIST LOCK’.
30.11.1994 Repair ‘WHEEL SET’.

FR 3

Details: wagon ‘FR 3 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W127
Date Built: 13.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX NRO;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 16.11.1994
Last Single Car Test: 16.11.1994
Last Lift: 08.08.1983

01.03.1988 Alteration ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’. Length Over
Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge: ‘Narrow’. Gauge
Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’. Intended use:
‘CONTAINERS’. Capacity: ‘37T.’

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

6287



2. TIMS GROUP INFORMATION - WAGONS

25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘COUPLER COMPLETE’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BRAKE BLOCK RB95’.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘VEHICLE STENCILS’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘TRAIN PIPE’.
03.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
24.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1994 Repair ‘STEP’.
24.03.1994 Repair ‘TWIST LOCK’.
24.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1994 Repair ‘WHEEL SET’.
23.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1994 Repair ‘BOGIE COMPLETE’.
23.09.1994 Repair ‘BRAKE BLOCK RB95’.
23.09.1994 Repair ‘COUPLER COMPLETE’.
23.09.1994 Repair ‘TWIST LOCK’.
23.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1994 Repair ‘BOGIE COMPLETE’.
16.11.1994 Repair ‘BRAKE PULL ROD’.
16.11.1994 Repair ‘COUPLER COMPLETE’.
16.11.1994 Repair ‘TWIST LOCK’.
16.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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FR 4

13.03.1991 Reclassified from wagon ‘FR 4 J’ to ’ wagon ‘QM 4 K’.

FR 5

08.01.1991 Reclassified from wagon ‘FR 5 S’ to ’ wagon ‘QM 5 T’.

FR 6

11.09.1991 Reclassified from wagon ‘FR 6 E’ to ’ wagon ‘QM 6 F’.

FR 7

25.05.1987 Reclassified from wagon ‘FR 7 N’ to ’ wagon ‘QM 7 Y’.

FR 8

10.03.1988 Reclassified from wagon ‘FR 8 W’ to ’ wagon ‘QM 8 A’.

FR 9

28.02.1997 Reclassified from wagon ‘FR 9 X’ to ’ wagon ‘QM 9 J’.

FR 10

05.03.1991 Reclassified from wagon ‘FR 10 E’ to ’ wagon ‘QM 10 F’.

2.289 Wagon classification starting with ‘FRT’

FRT 1

Details: wagon ‘FRT 1 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 16.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1440
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-14
Date Built: 22.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN END WAGON
BSG Code: DBFR
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Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.03.1995
Due Triple Valve: 15.09.1990
Last Brake Cylinder: 15.09.1989
Last Lift: 26.09.1986

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARINGS’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘SIDE STEP’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘SIDE BEARER’.
15.03.1990 Repair ‘TOP CENTRE PLATE’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
17.07.1991 Repair ‘STEP’.
18.09.1993 Repair ‘HANDRAILS END’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

FRT 2

Details: wagon ‘FRT 2 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1440
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-13
Date Built: 13.05.1925
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN INTERMEDIATE WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 10.01.1994
Due Triple Valve: 15.09.1990
Last Lift: 05.08.1985

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARINGS’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.02.1991 Repair ‘SIDE STEP’.
10.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FRT 4

Details: wagon ‘FRT 4 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1440
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-13
Date Built: 22.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN INTERMEDIATE WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.03.1990
Due Triple Valve: 15.09.1990
Last Lift: 09.12.1981

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARINGS’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘BRAKE LEVER’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.

FRT 5

Details: wagon ‘FRT 5 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1440
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-13
Date Built: 15.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN INTERMEDIATE WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.09.1989
Due Triple Valve: 15.09.1990
Last Lift: 05.04.1982

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BEARINGS’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

FRT 6

Details: wagon ‘FRT 6 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1440
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-13
Date Built: 23.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN INTERMEDIATE WAGON
BSG Code: DBFR
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Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.10.1992
Due Triple Valve: 30.07.1990
Last Brake Cylinder: 30.07.1989
Last Lift: 10.07.1981

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Repair ‘SIDE STEP’.

FRT 7

Details: wagon ‘FRT 7 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1440
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB D-14
Date Built: 23.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN END WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.10.1992
Due Triple Valve: 11.04.1991
Last Brake Cylinder: 30.07.1989
Last Lift: 10.05.1980

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRANCH PIPE’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘END BRAKE COCK’.
11.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1991 Repair ‘END BRAKE COCK’.
12.10.1992 Repair ‘SIDE STEP’.
18.09.1993 Repair ‘HANDRAILS END’.

FRT 8

Details: wagon ‘FRT 8 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 15.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2330
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-15
Date Built: 01.01.1926
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN END WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 31.01.1994
Due Triple Valve: 31.01.1995
Last Brake Cylinder: 13.08.1991
Last Lift: 10.10.1978

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘SIDE SILL’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘FLOOR BOARDS’.
13.08.1991 Repair ‘FLOOR BOARDS’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
18.09.1993 Repair ‘HANDRAILS END’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.01.1994 Repair ‘BRANCH PIPE’.
31.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘DIRT COLLECTORS/STRAINERS’.
31.01.1994 Repair ‘HAND RELEASE (AIR)’.
31.01.1994 Repair ‘HANDRAILS’.

FRT 9

Details: wagon ‘FRT 9 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 14.9tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2330
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-16
Date Built: 01.01.1954
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN END WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 10.01.1994
Last Triple Valve: 29.07.1989
Last Brake Cylinder: 29.07.1989
Last Lift: 10.09.1982

29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1989 Repair ‘COUPLER KNUCKLE’.
29.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1989 Repair ‘SIDE SILL’.
23.10.1989 Repair ‘SIDE STEP’.
27.10.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘SIDE STEP’.
18.09.1993 Repair ‘HANDRAILS END’.
10.01.1994 Repair ‘SIDE STEP’.
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FRT 11

Details: wagon ‘FRT 11 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.7tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2330
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-13
Date Built: 15.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN INTERMEDIATE WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 10.01.1994
Due Triple Valve: 24.03.1994
Last Brake Cylinder: 30.07.1989
Last Single Car Test: 24.03.1993
Last Lift: 10.11.1980

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘END BRAKE COCK’.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘CENTRE SILL’.
05.08.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘SIDE STEP’.
08.03.1991 Repair ‘SIDE STEP’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.03.1993 Repair ‘TRAIN PIPE (END)’.
10.01.1994 Repair ‘SIDE STEP’.

FRT 12

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘BRANCH PIPE’.
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30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1989 Repair ‘BRAKE LEVER’.
05.08.1989 Repair ‘CENTRE SILL’.
05.08.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘SIDE STEP’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE COMPLETE’.
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1990 Repair ‘SIDE STEP’.
27.08.1990 Repair ‘WEAR PLATES & SADDLES’.
27.08.1990 Repair ‘YOKE COMPLETE’.
27.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
18.11.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

FRT 13

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘SIDE SILL’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
27.10.1989 Repair ‘SIDE STEP’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRANCH PIPE’.
27.08.1990 Repair ‘COUPLER COMPLETE’.
27.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘DRAFT GEAR POCKET’.
27.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1990 Repair ‘WEAR PLATES & SADDLES’.
27.08.1990 Repair ‘YOKE COMPLETE’.
27.08.1990 Repair ‘YOKE FOLLOWER’.
27.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘DRAFT GEAR POCKET’.
18.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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FRT 14

27.08.1992 Reclassified from wagon ‘FRT 14 X’ to ’ wagon ‘ENFR 14 G’.

FRT 15

Details: wagon ‘FRT 15 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 15tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2330
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-15
Date Built: 22.10.1936
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN END WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 21.06.1990
Due Triple Valve: 21.06.1991
Last Brake Cylinder: 05.10.1989
Last Lift: 10.10.1978

09.07.1989 Repair ‘END HOSE’.
30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.10.1989 Repair ‘HANDBRAKE HANDLE’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
15.01.1990 Repair ‘SIDE SILL’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘FLOOR BOARDS’.
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FRT 16

Details: wagon ‘FRT 16 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 15tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $2330
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CB D-16
Date Built: 01.01.1954
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: CCE RAIL TRAIN END WAGON
BSG Code: DBFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 13.08.1991
Due Triple Valve: 13.08.1992
Last Brake Cylinder: 13.08.1991
Last Lift: 10.11.1980

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘SIDE STEP’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
27.10.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘SIDE STEP’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘FLOOR BOARDS’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.

FRT 17

14.07.1989 Repair ‘SIDE STEP’.
30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘SIDE SILL’.
27.10.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘SIDE STEP’.
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27.04.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

FRT 18

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
28.11.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FRTL 3

Details: wagon ‘FRTL 3 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $1440
Diagram Book Page No.: CB D-13
Date Built: 13.05.1925
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX FRT;CCE RAIL RECOVERY
BSG Code: DXFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 30.07.1989
Due Triple Valve: 01.02.1988
Last Lift: 05.04.1982

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘END BRAKE COCK’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.

FRTL 20

Details: wagon ‘FRTL 20 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $2330
Diagram Book Page No.: CB D-13
Date Built: 26.06.1925
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX FRT;CCE RAIL RECOVERY
BSG Code: DXFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.08.1991
Due Triple Valve: 14.08.1992
Last Brake Cylinder: 14.08.1991
Last Single Car Test: 24.08.1990
Last Lift: 10.02.1983

30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1989 Repair ‘SIDE STEP’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘BRAKE CONTROL PIPE’.
24.08.1990 Repair ‘BRAKE LEVER’.
24.08.1990 Repair ‘DRAFT GEAR POCKET’.
24.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘TRAIN PIPE (END)’.
24.08.1990 Repair ‘TRAIN PIPE’.
24.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Repair ‘WEAR PLATES & SADDLES’.
24.08.1990 Repair ‘YOKE COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘FLOOR BOARDS’.
14.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1991 Repair ‘VEHICLE STENCILS’.
18.09.1993 Repair ‘HANDRAILS END’.

FRTL 21

Details: wagon ‘FRTL 21 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $2330
Diagram Book Page No.: CB D-13
Date Built: 15.06.1928
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX FRT;CCE RAIL RECOVERY
BSG Code: DXFR

Capacity of 25.4 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 18.09.1993
Due Triple Valve: 31.05.1989
Last Triple Valve: 29.07.1989
Last Brake Cylinder: 31.05.1988
Last Lift: 17.02.1983

29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1989 Repair ‘COUPLER KNUCKLE’.
29.07.1989 Repair ‘SIDE SILL’.
18.09.1993 Repair ‘SIDE STEP’.

2.290 Wagon classification starting with ‘FS’

FS 25

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.291 Wagon classification starting with ‘FSB’

FSB 13

20.04.1990 Reclassified from wagon ‘FSB 13 Q’ to ’ wagon ‘AZVF 13 R’.

2.292 Wagon classification starting with ‘FV’

FV 1

28.09.1988 Reclassified from wagon ‘FV 1 N’ to ’ wagon ‘QL 1 E’.
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FV 2

04.10.1988 Reclassified from wagon ‘FV 2 W’ to ’ wagon ‘QL 2 N’.

FV 3

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FV 4

14.04.1989 Reclassified from wagon ‘FV 4 R’ to ’ wagon ‘QL 4 X’.

FV 5

27.10.1988 Reclassified from wagon ‘FV 5 D’ to ’ wagon ‘QL 5 R’.

FV 6

04.10.1988 Reclassified from wagon ‘FV 6 M’ to ’ wagon ‘QL 6 D’.

FV 7

04.10.1988 Reclassified from wagon ‘FV 7 V’ to ’ wagon ‘QL 7 M’.

FV 8

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

FV 9

21.11.1988 Reclassified from wagon ‘FV 9 Q’ to ’ wagon ‘QL 9 H’.

FV 10

11.10.1988 Reclassified from wagon ‘FV 10 M’ to ’ wagon ‘QL 10 D’.

FV 11

04.11.1988 Reclassified from wagon ‘FV 11 V’ to ’ wagon ‘QL 11 M’.

FV 12

16.02.1989 Reclassified from wagon ‘FV 12 H’ to ’ wagon ‘QL 12 V’.

FV 13

29.03.1989 Reclassified from wagon ‘FV 13 Q’ to ’ wagon ‘QL 13 H’.
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FV 14

08.09.1988 Reclassified from wagon ‘FV 14 C’ to ’ wagon ‘QL 14 Q’.

FV 15

23.09.1988 Reclassified from wagon ‘FV 15 L’ to ’ wagon ‘QL 15 C’.

FV 16

13.05.1988 Reclassified from wagon ‘FV 16 U’ to ’ wagon ‘QL 16 L’.

FV 17

01.09.1989 Reclassified from wagon ‘FV 17 G’ to ’ wagon ‘QL 17 U’.

FV 18

13.05.1988 Reclassified from wagon ‘FV 18 P’ to ’ wagon ‘QL 18 G’.

FV 19

12.10.1988 Reclassified from wagon ‘FV 19 B’ to ’ wagon ‘QL 19 P’.

FV 20

30.03.1989 Reclassified from wagon ‘FV 20 U’ to ’ wagon ‘QL 20 L’.

FV 21

10.10.1988 Reclassified from wagon ‘FV 21 G’ to ’ wagon ‘QL 21 U’.

FV 22

13.05.1988 Reclassified from wagon ‘FV 22 P’ to ’ wagon ‘QL 22 G’.

FV 23

12.10.1988 Reclassified from wagon ‘FV 23 B’ to ’ wagon ‘QL 23 P’.

FV 24

18.08.1988 Reclassified from wagon ‘FV 24 K’ to ’ wagon ‘QL 24 B’.

FV 25

21.11.1988 Reclassified from wagon ‘FV 25 T’ to ’ wagon ‘QL 25 K’.

FV 26

16.09.1988 Reclassified from wagon ‘FV 26 F’ to ’ wagon ‘QL 26 T’.
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FV 27

28.11.1988 Reclassified from wagon ‘FV 27 Y’ to ’ wagon ‘QL 27 F’.

FV 28

23.09.1988 Reclassified from wagon ‘FV 28 A’ to ’ wagon ‘QL 28 Y’.

FV 29

05.05.1988 Reclassified from wagon ‘FV 29 J’ to ’ wagon ‘QL 29 A’.

FV 30

12.10.1988 Reclassified from wagon ‘FV 30 F’ to ’ wagon ‘QL 30 T’.

FV 31

29.11.1988 Reclassified from wagon ‘FV 31 Y’ to ’ wagon ‘QL 31 F’.

FV 32

14.04.1989 Reclassified from wagon ‘FV 32 A’ to ’ wagon ‘QL 32 Y’.

2.293 Wagon classification starting with ‘FW’

FW 1

10.02.1987 Reclassified from wagon ‘FW 1 P’ to ’ wagon ‘FD 45 W’.

FW 2

Details: wagon ‘FW 2 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL
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Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 19.07.1994
Last Triple Valve: 05.08.1993
Last Single Car Test: 20.07.1994
Last Lift: 10.06.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

31.08.1989 Repair ‘BRAKE BLOCK RB95’.
13.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘BRAKE PULL ROD’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘END BRAKE COCK’.
23.07.1990 Repair ‘LASHING POINT’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘COUPLER COMPLETE’.
19.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE BLOCK OTHER’.
26.07.1991 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘END HOSE’.
19.02.1992 Repair ‘LASHING POINT’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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05.08.1993 Repair ‘END BRAKE COCK’.
05.08.1993 Repair ‘END HOSE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘END BRAKE COCK’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1994 Repair ‘BOGIE COMPLETE’.
19.07.1994 Repair ‘COUPLER COMPLETE’.
19.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1994 Repair ‘NYLON HOSE’.

FW 3

17.08.1988 Reclassified from wagon ‘FW 3 K’ to ’ wagon ‘FD 54 V’.

FW 4

Details: wagon ‘FW 4 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Last Single Car Test: 10.08.1989
Last Lift: 29.04.1983

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’
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18.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1989 Repair ‘LASHING POINT’.
25.07.1989 Repair ‘STANCHION’.
25.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

FW 5

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE PIN’.
02.08.1989 Repair ‘COUPLER COMPLETE’.
02.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1989 Repair ‘HANDBRAKE HANDLE’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FW 7

18.10.1986 Reclassified from wagon ‘FW 7 A’ to ’ wagon ‘FD 39 E’.

FW 8

24.08.1988 Reclassified from wagon ‘FW 8 J’ to ’ wagon ‘FD 8 R’.
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘BRAKE LEVER’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘HANDBRAKE HANDLE’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1989 Repair ‘SIDE BEARER’.
04.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1989 Repair ‘YOKE CARRIER’.
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04.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.09.1989 Repair ‘CARD OR CLIP HOLDER’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘SIDE BEARER’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
20.11.1993 Repair ‘VEHICLE SOLD’.

FW 9

08.02.1989 Reclassified from wagon ‘FW 9 S’ to ’ wagon ‘FD 56 Q’.

FW 10

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 11

09.12.1986 Reclassified from wagon ‘FW 11 A’ to ’ wagon ‘FD 43 E’.

FW 12

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FW 13

Details: wagon ‘FW 13 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1924
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
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BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 25.05.1994
Last Triple Valve: 29.06.1988
Last Brake Cylinder: 13.07.1989
Last Single Car Test: 25.05.1994
Last Lift: 13.02.1984

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.07.1989 Repair ‘BRAKE CONTROL PIPE’.
13.07.1989 Repair ‘COUPLER COMPLETE’.
13.07.1989 Repair ‘LASHING POINT’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘WHEEL SET’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘LASHING POINT’.
08.08.1989 Repair ‘SIDE BEARER’.
08.08.1989 Repair ‘STANCHION’.
08.08.1989 Repair ‘WHEEL SET’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1991 Repair ‘COUPLER COMPLETE’.
30.05.1991 Repair ‘LASHING POINT’.
30.05.1991 Repair ‘STANCHION’.
30.05.1991 Repair ‘WHEEL SET’.
05.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1992 Repair ‘BRAKE BLOCK RB95’.
05.10.1992 Repair ‘BRAKE PULL ROD’.
05.10.1992 Repair ‘COUPLER COMPLETE’.
05.10.1992 Repair ‘COUPLER KNUCKLE’.
05.10.1992 Repair ‘TRAIN PIPE’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
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05.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.05.1993 Repair ‘WEAR PLATES & SADDLES’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1994 Repair ‘WHEEL SET’.

FW 17

18.11.1988 Reclassified from wagon ‘FW 17 X’ to ’ wagon ‘FD 55 H’.

FW 19

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.07.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 20

Details: wagon ‘FW 20 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 04.12.1995
Last Triple Valve: 25.05.1994
Last Brake Cylinder: 25.05.1994
Last Single Car Test: 25.05.1994

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
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‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE SPRING’.
31.07.1989 Repair ‘COUPLER COMPLETE’.
31.07.1989 Repair ‘END BRAKE COCK’.
31.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘COUPLER COMPLETE’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE COMPLETE’.
15.07.1991 Repair ‘BRAKE BLOCK RB95’.
15.07.1991 Repair ‘COUPLER COMPLETE’.
15.07.1991 Repair ‘COUPLER KNUCKLE’.
15.07.1991 Repair ‘STANCHION’.
15.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1991 Repair ‘VEHICLE STENCILS’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BRAKE CONTROL PIPE’.
25.05.1994 Repair ‘BRANCH PIPE’.
25.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.05.1994 Repair ‘END BRAKE COCK’.
25.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1994 Repair ‘HANDBRAKE HANDLE’.
25.05.1994 Repair ‘HOSE FITTINGS’.
25.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1994 Repair ‘TRAIN PIPE’.
04.12.1995 Repair ‘BRAKE PULL ROD’.
04.12.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FW 21

Details: wagon ‘FW 21 X’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.05.1994
Last Triple Valve: 04.12.1990
Last Brake Cylinder: 04.12.1990
Last Single Car Test: 06.05.1994
Last Lift: 03.03.1983

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘LASHING POINT’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PIN’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘COUPLER COMPLETE’.
07.02.1992 Repair ‘COUPLER KNUCKLE’.
07.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1992 Repair ‘VEHICLE STENCILS’.
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘BRAKE BLOCK RB95’.
01.06.1992 Repair ‘COUPLER COMPLETE’.
01.06.1992 Repair ‘STANCHION’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE PULL ROD’.
16.02.1994 Repair ‘COUPLER COMPLETE’.
16.02.1994 Repair ‘END BRAKE COCK’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1994 Repair ‘BOGIE WEAR PLATES’.
18.03.1994 Repair ‘BRAKE BLOCK RB95’.
18.03.1994 Repair ‘BRAKE LEVER’.
18.03.1994 Repair ‘BRAKE PIN’.
18.03.1994 Repair ‘BRAKE PULL ROD’.
18.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.

FW 22

Details: wagon ‘FW 22 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1925
Operating System: AN
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Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 18.09.1995
Last Single Car Test: 11.11.1994

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
27.07.1989 Repair ‘END BRAKE COCK’.
27.07.1989 Repair ‘LASHING POINT’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘END BRAKE COCK’.
22.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘END BRAKE COCK’.
29.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘BRAKE BLOCK RB95’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘LASHING POINT’.
04.10.1991 Repair ‘SIDE BEARER’.
04.10.1991 Repair ‘VEHICLE STENCILS’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘BRAKE BLOCK RB95’.
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04.06.1992 Repair ‘COUPLER COMPLETE’.
04.06.1992 Repair ‘WHEEL SET’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘BRAKE BLOCK RB95’.
11.11.1994 Repair ‘BRAKE PULL ROD’.
11.11.1994 Repair ‘END BRAKE COCK’.
11.11.1994 Repair ‘LASHING POINT’.
11.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1994 Repair ‘WHEEL SET’.
18.09.1995 Repair ‘BRANCH PIPE’.

FW 23

Details: wagon ‘FW 23 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 03.07.1996
Due Triple Valve: 13.10.1989
Last Triple Valve: 07.12.1989
Last Single Car Test: 06.05.1994

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘LASHING POINT’.
17.07.1989 Repair ‘VEHICLE STENCILS’.
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07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRANCH PIPE’.
07.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1989 Repair ‘SIDE BEARER’.
07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1989 Repair ‘END HOSE’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘BRAKE LEVER’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘LASHING POINT’.
14.06.1991 Repair ‘SIDE BEARER’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘BRAKE LEVER’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1992 Repair ‘BOGIE COMPLETE’.
17.06.1992 Repair ‘BRAKE PIN’.
17.06.1992 Repair ‘BRAKE PULL ROD’.
17.06.1992 Repair ‘COUPLER COMPLETE’.
17.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘LASHING POINT’.
17.12.1993 Repair ‘VEHICLE STENCILS’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BRAKE PULL ROD’.
06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1996 Repair ‘WHEEL SET’.
03.07.1996 Repair ‘WHEEL SET’.

6317



2. TIMS GROUP INFORMATION - WAGONS

FW 24

Details: wagon ‘FW 24 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 12.03.1996
Last Single Car Test: 13.03.1996
Last Lift: 02.12.1983

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

02.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘BRANCH PIPE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘STANCHION’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.10.1990 Repair ‘HANDBRAKE HANDLE’.
31.10.1990 Repair ‘LASHING POINT’.
31.10.1990 Repair ‘WEAR PLATES & SADDLES’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
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18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘BRANCH PIPE’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘END BRAKE COCK’.
18.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Repair ‘VEHICLE STENCILS’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘END BRAKE COCK’.
20.03.1992 Repair ‘WHEEL SET’.
18.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1992 Repair ‘BOGIE COMPLETE’.
18.05.1992 Repair ‘BRAKE BLOCK RB95’.
18.05.1992 Repair ‘COUPLER COMPLETE’.
18.05.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘BRAKE BLOCK RB95’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
28.02.1996 Repair ‘END BRAKE COCK’.
12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

FW 25

12.07.1988 Reclassified from wagon ‘FW 25 V’ to ’ wagon ‘FD 50 X’.

FW 26

20.11.1993 Repair ‘VEHICLE SOLD’.

FW 27

Details: wagon ‘FW 27 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: T W118
Date Built: 01.07.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 25.08.1995
Last Triple Valve: 14.06.1991
Last Brake Cylinder: 01.11.1988
Last Single Car Test: 26.04.1994
Last Lift: 30.06.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

03.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘LASHING POINT’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘WEAR PLATES & SADDLES’.
14.06.1991 Repair ‘WHEEL SET’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Repair ‘COUPLER COMPLETE’.
26.04.1994 Repair ‘STANCHION’.
26.04.1994 Repair ‘TRAIN PIPE (END)’.
25.08.1995 Repair ‘BRAKE PULL ROD’.

FW 28

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1989 Repair ‘LASHING POINT’.
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26.09.1989 Repair ‘VEHICLE STENCILS’.
28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 30

12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FW 31

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 34

30.10.1986 Reclassified from wagon ‘FW 34 U’ to ’ wagon ‘FD 41 J’.

FW 35

22.12.1986 Reclassified from wagon ‘FW 35 G’ to ’ wagon ‘FD 44 N’.

FW 38

Details: wagon ‘FW 38 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Last Single Car Test: 21.04.1989
Last Lift: 02.07.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
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‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

16.08.1989 Repair ‘BRAKE BLOCK RB95’.

FW 40

29.07.1988 Reclassified from wagon ‘FW 40 P’ to ’ wagon ‘FD 53 M’.

FW 41

23.10.1986 Reclassified from wagon ‘FW 41 B’ to ’ wagon ‘FD 40 A’.

FW 42

Details: wagon ‘FW 42 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 05.10.1993
Last Triple Valve: 10.06.1988
Last Brake Cylinder: 10.06.1988
Last Single Car Test: 05.10.1993
Last Lift: 03.03.1983

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
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14.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1989 Repair ‘HANDBRAKE HANDLE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘BRAKE PULL ROD’.
10.01.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.04.1990 Repair ‘SIDE BEARER’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BOGIE COMPLETE’.
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘LASHING POINT’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘BRAKE PIN’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘LASHING POINT’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘BRAKE BLOCK RB95’.
05.10.1993 Repair ‘COUPLER COMPLETE’.
05.10.1993 Repair ‘LASHING POINT’.
05.10.1993 Repair ‘VEHICLE STENCILS’.

FW 43

03.12.1986 Reclassified from wagon ‘FW 43 T’ to ’ wagon ‘FD 42 S’.
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FW 44

Details: wagon ‘FW 44 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 18.11.1994
Last Single Car Test: 18.11.1994
Last Lift: 01.07.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

30.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE COMPLETE’.
27.08.1990 Repair ‘BRANCH PIPE’.
27.08.1990 Repair ‘COUPLER COMPLETE’.
27.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1991 Repair ‘WEAR PLATES & SADDLES’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE LEVER’.
05.11.1991 Repair ‘COUPLER COMPLETE’.
05.11.1991 Repair ‘VEHICLE STENCILS’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘BRAKE BLOCK RB95’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1994 Repair ‘BOGIE COMPLETE’.
18.11.1994 Repair ‘BRAKE BLOCK RB95’.
18.11.1994 Repair ‘BRAKE BLOCK RB95’.
18.11.1994 Repair ‘COUPLER COMPLETE’.
18.11.1994 Repair ‘TRAIN PIPE (END)’.
18.11.1994 Repair ‘WHEEL SET’.

FW 45

26.05.1988 Reclassified from wagon ‘FW 45 Y’ to ’ wagon ‘FD 46 X’.

FW 46

Details: wagon ‘FW 46 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes
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Fleet Grp Code: AE NB
Return to Service Date: 29.08.1991
Last Single Car Test: 29.08.1991
Last Lift: 01.03.1984

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘CENTRE SILL’.
12.07.1989 Repair ‘COUPLER COMPLETE’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘LASHING POINT’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1989 Repair ‘BRAKE PIN’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1990 Repair ‘STANCHION’.
31.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Repair ‘COUPLER COMPLETE’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘TRAIN PIPE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘BRAKE BLOCK RB95’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1991 Repair ‘TOP CENTRE PLATE’.
29.08.1991 Repair ‘WHEEL SET’.

FW 47

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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FW 49

Details: wagon ‘FW 49 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1926
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 07.05.1996
Last Triple Valve: 17.02.1992
Last Single Car Test: 25.01.1995
Last Lift: 15.02.1984

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

04.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘LASHING POINT’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
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17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRAKE BLOCK RB95’.
17.02.1992 Repair ‘BRAKE CONTROL PIPE’.
17.02.1992 Repair ‘BRANCH PIPE’.
17.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.02.1992 Repair ‘HANDBRAKE HANDLE’.
17.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘WHEEL SET’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘BOGIE COMPLETE’.
22.05.1992 Repair ‘BRAKE BLOCK RB95’.
22.05.1992 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘BRAKE BLOCK RB95’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘HANDBRAKE HANDLE’.
11.02.1993 Repair ‘LASHING POINT’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1993 Repair ‘BOGIE COMPLETE’.
29.11.1993 Repair ‘BRAKE BLOCK RB95’.
29.11.1993 Repair ‘LASHING POINT’.
29.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1993 Repair ‘VEHICLE STENCILS’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘BRAKE BLOCK RB95’.
24.01.1995 Repair ‘COUPLER TRIGGER LEVER’.
24.01.1995 Repair ‘END BRAKE COCK’.
24.01.1995 Repair ‘TRAIN PIPE’.
24.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1995 Repair ‘WHEEL SET’.
07.05.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1996 Repair ‘WHEEL SET’.

FW 50

12.07.1988 Reclassified from wagon ‘FW 50 A’ to ’ wagon ‘FD 51 R’.

FW 51

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FW 53

Details: wagon ‘FW 53 E’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 21.04.1993
Last Brake Cylinder: 15.12.1988
Last Single Car Test: 21.04.1993
Last Lift: 30.06.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘LASHING POINT’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘WHEEL SET’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘COUPLER COMPLETE’.
10.11.1989 Repair ‘WEAR PLATES & SADDLES’.
10.11.1989 Repair ‘YOKE CARRIER’.
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘COUPLER COMPLETE’.
26.04.1990 Repair ‘END HOSE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1990 Repair ‘HANDBRAKE HANDLE’.
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26.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘COUPLER COMPLETE’.
04.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1990 Repair ‘WHEEL SET’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘BRAKE PULL ROD’.
26.10.1990 Repair ‘BRANCH PIPE’.
26.10.1990 Repair ‘COUPLER COMPLETE’.
26.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Repair ‘BRAKE PULL ROD’.
09.04.1991 Repair ‘BRANCH PIPE’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘BRAKE BLOCK RB95’.
14.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
14.04.1993 Repair ‘END HOSE’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1993 Repair ‘WEAR PLATES & SADDLES’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘BRAKE PIN’.
21.04.1993 Repair ‘COUPLER COMPLETE’.

FW 57

22.06.1988 Reclassified from wagon ‘FW 57 R’ to ’ wagon ‘FD 47 R’.

FW 59

Details: wagon ‘FW 59 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1927
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Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 11.03.1996
Last Brake Cylinder: 18.10.1990
Last Single Car Test: 27.04.1995

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘BRAKE PIN’.
09.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘BRANCH PIPE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1990 Repair ‘STRIKING CASTING’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE CONTROL PIPE’.
18.03.1992 Repair ‘BRANCH PIPE’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE BLOCK RB95’.
22.04.1993 Repair ‘COUPLER COMPLETE’.
22.04.1993 Repair ‘END BRAKE COCK’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘BRAKE BLOCK RB95’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘COUPLER KNUCKLE’.
23.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘HANDBRAKE HANDLE’.
23.05.1994 Repair ‘VEHICLE STENCILS’.
26.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1996 Repair ‘BOGIE COMPLETE’.
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FW 60

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 61

08.08.1988 Reclassified from wagon ‘FW 61 R’ to ’ wagon ‘FD 49 M’.

FW 63

02.02.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 64

Details: wagon ‘FW 64 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1927
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 26.08.1994
Last Triple Valve: 16.07.1990
Last Brake Cylinder: 23.01.1990
Last Single Car Test: 29.08.1994
Last Lift: 01.10.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
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03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘BRANCH PIPE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘HANDBRAKE HANDLE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE COMPLETE’.
16.07.1990 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Repair ‘BRANCH PIPE’.
16.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.07.1990 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘BRAKE BLOCK RB95’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘VEHICLE STENCILS’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRANCH PIPE’.
19.06.1992 Repair ‘COUPLER COMPLETE’.
19.06.1992 Repair ‘LASHING POINT’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘BRAKE CONTROL PIPE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘LASHING POINT’.
07.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.06.1994 Repair ‘BOGIE COMPLETE’.
07.06.1994 Repair ‘BRAKE BLOCK RB95’.
07.06.1994 Repair ‘COUPLER COMPLETE’.
07.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1994 Repair ‘WHEEL SET’.
26.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1994 Repair ‘BOGIE COMPLETE’.
26.08.1994 Repair ‘COUPLER COMPLETE’.
26.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1994 Repair ‘HANDBRAKE HANDLE’.
26.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

FW 67

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

FW 68

Details: wagon ‘FW 68 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 07.02.1994
Last Triple Valve: 31.05.1989
Last Brake Cylinder: 22.11.1988
Last Single Car Test: 08.02.1994
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26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

19.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘BRANCH PIPE’.
18.12.1990 Repair ‘COUPLER COMPLETE’.
18.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1990 Repair ‘STANCHION’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘BRAKE BLOCK RB95’.
02.04.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB95’.
15.07.1992 Repair ‘COUPLER COMPLETE’.
15.07.1992 Repair ‘END HOSE’.
15.07.1992 Repair ‘TRAIN PIPE (END)’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘COUPLER COMPLETE’.
21.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1992 Repair ‘TRAIN PIPE (END)’.
30.11.1992 Repair ‘WHEEL SET’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1993 Repair ‘BOGIE COMPLETE’.
19.02.1993 Repair ‘COUPLER COMPLETE’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘LASHING POINT’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
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07.02.1994 Repair ‘YOKE CARRIER’.

FW 69

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 72

15.02.1989 Reclassified from wagon ‘FW 72 L’ to ’ wagon ‘FD 57 C’.

FW 73

22.06.1988 Reclassified from wagon ‘FW 73 U’ to ’ wagon ‘FD 48 D’.

FW 76

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 78

08.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘EMPTY LOAD VALVE’.
29.11.1989 Repair ‘SIDE SILL’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1993 Repair ‘VEHICLE SOLD’.

FW 79

Details: wagon ‘FW 79 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1928
Operating System: AN
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Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 29.09.1995
Last Brake Cylinder: 04.10.1993
Last Single Car Test: 04.10.1993
Last Lift: 16.12.1982

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘LASHING POINT’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE COMPLETE’.
17.06.1992 Repair ‘BRAKE BLOCK RB95’.
17.06.1992 Repair ‘COUPLER COMPLETE’.
17.06.1992 Repair ‘LASHING POINT’.
17.06.1992 Repair ‘VEHICLE STENCILS’.
04.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1993 Repair ‘BRAKE BLOCK RB95’.
04.10.1993 Repair ‘BRAKE CONTROL PIPE’.
04.10.1993 Repair ‘BRANCH PIPE’.
04.10.1993 Repair ‘COUPLER COMPLETE’.
04.10.1993 Repair ‘COUPLER KNUCKLE’.
04.10.1993 Repair ‘GRADE CONTROL VALVE’.
04.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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04.10.1993 Repair ‘VEHICLE STENCILS’.
29.09.1995 Repair ‘BOGIE COMPLETE’.
29.09.1995 Repair ‘BRAKE BLOCK RB95’.

FW 81

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1989 Repair ‘BOGIE COMPLETE’.
04.12.1989 Repair ‘COUPLER COMPLETE’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘BRAKE PIN’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1990 Repair ‘VEHICLE STENCILS’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘WHEEL SET’.
20.11.1993 Repair ‘VEHICLE SOLD’.

FW 82

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FW 83

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

FW 84

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

FW 85

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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FW 86

Details: wagon ‘FW 86 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.07.1928
Operating System: AN
Intended Use: LOGS
Remarks: EX AOXX;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: AE NB
Return to Service Date: 02.04.1993
Last Triple Valve: 30.10.1989
Last Single Car Test: 02.04.1993

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRANCH PIPE’.
27.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1989 Repair ‘SIDE BEARER’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Repair ‘VEHICLE STENCILS’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BRAKE BLOCK RB95’.
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14.03.1991 Repair ‘BRAKE PULL ROD’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE COMPLETE’.
27.11.1991 Repair ‘BRANCH PIPE’.
27.11.1991 Repair ‘COUPLER COMPLETE’.
27.11.1991 Repair ‘LASHING POINT’.
27.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
02.04.1993 Repair ‘COUPLER COMPLETE’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

FW 87

14.07.1988 Reclassified from wagon ‘FW 87 S’ to ’ wagon ‘FD 52 D’.

FW 90

22.07.1986 Reclassified from wagon ‘FW 90 J’ to ’ wagon ‘FD 10 W’.

FW 101

Details: wagon ‘FW 101 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 01.04.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGF;WITH BOLSTERS
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BSG Code: FTFL

Capacity of 35 tonnes

Fleet Grp Code: NB
Return to Service Date: 24.11.1992
Last Triple Valve: 06.06.1990
Last Single Car Test: 24.11.1992
Last Lift: 01.12.1983

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘COUPLER COMPLETE’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘END BRAKE COCK’.
29.03.1990 Repair ‘TRAIN PIPE’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRANCH PIPE’.
06.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.06.1990 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘WHEEL SET’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
24.11.1992 Repair ‘COUPLER COMPLETE’.

FW 102

Details: wagon ‘FW 102 X’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W118
Date Built: 22.05.1925
Operating System: AN
Intended Use: LOGS
Remarks: EX AOGA;WITH BOLSTERS
BSG Code: FTFL

Capacity of 35 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE NB
Return to Service Date: 22.07.1992
Last Single Car Test: 22.07.1992
Last Lift: 15.07.1985

26.06.1986 Alteration ‘CONVERT DAMAGED FW WAGONS TO FOUR BOLSTER
WAGONS AND RECLASSIFY AS FD CLASS (2086)’. Length Over Headstocks:
‘13.1m’. Tare Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘FD’. Intended use: ‘LOGS’. Capacity:
‘35T.’

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE PULL ROD’.
18.07.1989 Repair ‘CARD OR CLIP HOLDER’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
26.11.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘LASHING POINT’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘HANDBRAKE HANDLE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
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22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘COUPLER TRIGGER LEVER’.

2.294 Wagon classification starting with ‘G’

G 254

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

G 263

06.06.1990 Reclassified from wagon ‘G 263 E’ to ’ wagon ‘AZVF 263 C’.

G 343

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

G 360

Details: wagon ‘G 360 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 5.5m
Tare Weight: 6.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $120
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CB 78
Date Built: 30.07.1902
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DDOZ

Capacity of 11.2 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 23.02.1951
Last Lift: 23.02.1951
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G 1101

Details: wagon ‘G 1101 G’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 5.5m
Tare Weight: 6.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted‘
Date Built: 01.01.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: 4 WHEEL CRANE
BSG Code: SDOZ

Capacity of 5 tonnes

2.295 Wagon classification starting with ‘GA’

GA 850

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.296 Wagon classification starting with ‘GB’

GB 959

17.06.1992 Reclassified from wagon ‘GB 959 L’ to ’ wagon ‘AZOF 959 H’.

2.297 Wagon classification starting with ‘GBA’

GBAR 40

12.06.1991 Reclassified from wagon ‘GBAR 40 D’ to ’ wagon ‘BVAN 40 W’.

GBAR 4074

12.06.1991 Reclassified from wagon ‘GBAR 4074 S’ to ’ wagon ‘BVAN 4074 Y’.

GBAR 4420

12.06.1991 Reclassified from wagon ‘GBAR 4420 Q’ to ’ wagon ‘BVAN 4420 M’.
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2.298 Wagon classification starting with ‘GCF’

GCF 7083

Details: wagon ‘GCF 7083 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 5.5m
Tare Weight: 7.3tonne
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $1190
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 42B
Date Built: 02.03.1945
Operating System: AN
Intended Use: GENERAL
Remarks: YARD SHUNTING WAGON
BSG Code: DYFZ

Corporate ID flag: Y
Fleet Grp Code: OZ SS SV
Return to Service Date: 23.10.1984

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

2.299 Wagon classification starting with ‘GE’

GE 631

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

GE 632

Details: wagon ‘GE 632 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2670
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Diagram Book Page No.: NS 186
Date Built: 14.07.1916
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 27.04.1990
Last Single Car Test: 17.11.1989
Last Lift: 24.11.1980

17.10.1989 Repair ‘DOOR LOCK MECHANISM’.
17.10.1989 Repair ‘STANCHION’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘CENTRE SILL’.
17.11.1989 Repair ‘DOOR COMPLETE’.
17.11.1989 Repair ‘STANCHION’.
17.11.1989 Repair ‘STEP’.
17.11.1989 Repair ‘TOP CENTRE PLATE’.
17.11.1989 Repair ‘TRANSOM’.
27.04.1990 Repair ‘HANDRAILS END’.
27.04.1990 Repair ‘STEP’.

GE 644

Details: wagon ‘GE 644 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2670
Diagram Book Page No.: NS 186
Date Built: 05.09.1916
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 04.06.1996
Due Triple Valve: 16.10.1988
Last Lift: 13.09.1979
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25.07.1989 Repair ‘DOOR COMPLETE’.
25.07.1989 Repair ‘STANCHION’.
25.07.1989 Repair ‘STEP’.
05.01.1990 Repair ‘CARD OR CLIP HOLDER’.
05.01.1990 Repair ‘DOOR LOCK MECHANISM’.
05.01.1990 Repair ‘END FRAME MEMBER’.
05.01.1990 Repair ‘HANDRAILS’.
05.01.1990 Repair ‘SIDE STEP’.
05.01.1990 Repair ‘STANCHION’.
05.01.1990 Repair ‘STEP’.
08.05.1991 Repair ‘DOOR COMPLETE’.
17.03.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

GE 650

Details: wagon ‘GE 650 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2710
Diagram Book Page No.: NS 186
Date Built: 13.07.1916
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 12.06.1996
Due Triple Valve: 16.10.1988
Last Single Car Test: 01.11.1991
Last Lift: 16.10.1987

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.12.1989 Repair ‘HANDRAILS END’.
05.12.1989 Repair ‘STANCHION’.
05.12.1989 Repair ‘STEP’.
05.12.1989 Repair ‘TRAIN PIPE (END)’.
05.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘DOOR COVERING’.
19.10.1990 Repair ‘DOOR FRAME’.
19.10.1990 Repair ‘DOOR HINGES AND PINS’.
19.10.1990 Repair ‘DOOR LOCK MECHANISM’.
19.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.10.1990 Repair ‘END FRAME MEMBER’.
19.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1990 Repair ‘YOKE COMPLETE’.
08.05.1991 Repair ‘DOOR COMPLETE’.
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Repair ‘STANCHION’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1991 Repair ‘SIDE MEMBER’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘SIDE MEMBER’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.

GE 651

Details: wagon ‘GE 651 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2710
Diagram Book Page No.: NS 186
Date Built: 12.07.1916
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ
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Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Last Single Car Test: 12.12.1989
Last Lift: 30.11.1981

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘DOOR COMPLETE’.
11.12.1989 Repair ‘STANCHION’.
11.12.1989 Repair ‘TOP CENTRE PLATE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
19.02.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1994 Repair ‘STANCHION’.

GE 655

Details: wagon ‘GE 655 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2710
Diagram Book Page No.: NS 186
Date Built: 18.08.1916
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 23.09.1991
Due Triple Valve: 05.06.1992
Last Single Car Test: 09.01.1990
Last Lift: 14.03.1983

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE COMPLETE’.
04.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.01.1990 Repair ‘DOOR FRAME’.
04.01.1990 Repair ‘DOOR OPENING MECHANISM’.
04.01.1990 Repair ‘END BRAKE COCK’.
04.01.1990 Repair ‘HANDBRAKE HANDLE’.
04.01.1990 Repair ‘HANDRAILS’.
04.01.1990 Repair ‘STANCHION’.
04.01.1990 Repair ‘STRIKING CASTING’.
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04.01.1990 Repair ‘TOP CENTRE PLATE’.
28.03.1990 Repair ‘DOOR HINGES AND PINS’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘STANCHION’.
12.06.1990 Repair ‘BRANCH PIPE’.
12.06.1990 Repair ‘DOOR LOCK MECHANISM’.
06.12.1990 Repair ‘BOGIE COMPLETE’.
06.12.1990 Repair ‘BRAKE LEVER’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1990 Repair ‘END HOSE’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Repair ‘YOKE COMPLETE’.
23.08.1991 Repair ‘DOOR COMPLETE’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1991 Repair ‘STANCHION’.
23.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

GE 657

Details: wagon ‘GE 657 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2670
Diagram Book Page No.: NS 186
Date Built: 17.08.1916
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.02.1992
Due Triple Valve: 21.09.1991
Last Single Car Test: 18.02.1992
Last Lift: 07.12.1982

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1990 Repair ‘BRAKE PIN’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
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19.09.1990 Repair ‘CENTRE SILL’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1990 Repair ‘DRAFT GEAR POCKET’.
19.09.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.09.1990 Repair ‘TOP CENTRE PLATE’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Repair ‘WEAR PLATES & SADDLES’.
19.09.1990 Repair ‘YOKE COMPLETE’.
08.05.1991 Repair ‘DOOR COMPLETE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘BRAKE PULL ROD’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘DOOR COMPLETE’.
17.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.

2.300 Wagon classification starting with ‘GH’

GH 270

Details: wagon ‘GH 270 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 10tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDHZ

GH 516

Details: wagon ‘GH 516 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 10tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDHZ

GH 793

Details: wagon ‘GH 793 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 10tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDHZ

2.301 Wagon classification starting with ‘GHA’

GHA 887

27.04.1988 Reclassified from wagon ‘GHA 887 C’ to ’ wagon ‘AOKF 887 S’.

GHA 891

28.04.1988 Reclassified from wagon ‘GHA 891 C’ to ’ wagon ‘AOKF 891 S’.

GHA 894

26.04.1988 Reclassified from wagon ‘GHA 894 G’ to ’ wagon ‘AOKF 894 W’.

GHA 899

26.04.1988 Reclassified from wagon ‘GHA 899 F’ to ’ wagon ‘AOKF 899 V’.

GHA 904

27.04.1988 Reclassified from wagon ‘GHA 904 K’ to ’ wagon ‘AOKF 904 D’.

GHA 906

28.04.1988 Reclassified from wagon ‘GHA 906 F’ to ’ wagon ‘AOKF 906 V’.
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GHA 908

26.04.1988 Reclassified from wagon ‘GHA 908 A’ to ’ wagon ‘AOKF 908 Q’.

GHA 910

26.04.1988 Reclassified from wagon ‘GHA 910 F’ to ’ wagon ‘AOKF 910 V’.

GHA 914

28.04.1988 Reclassified from wagon ‘GHA 914 S’ to ’ wagon ‘AOKF 914 L’.

GHA 915

27.04.1988 Reclassified from wagon ‘GHA 915 E’ to ’ wagon ‘AOKF 915 U’.

GHA 920

27.04.1988 Reclassified from wagon ‘GHA 920 N’ to ’ wagon ‘AOKF 920 G’.

GHA 921

25.04.1988 Reclassified from wagon ‘GHA 921 W’ to ’ wagon ‘AOKF 921 P’.

GHA 934

26.04.1988 Reclassified from wagon ‘GHA 934 L’ to ’ wagon ‘AOKF 934 E’.

GHA 935

25.04.1988 Reclassified from wagon ‘GHA 935 U’ to ’ wagon ‘AOKF 935 N’.

GHA 936

28.04.1988 Reclassified from wagon ‘GHA 936 G’ to ’ wagon ‘AOKF 936 W’.

GHA 939

26.04.1988 Reclassified from wagon ‘GHA 939 K’ to ’ wagon ‘AOKF 939 D’.

GHA 940

26.04.1988 Reclassified from wagon ‘GHA 940 G’ to ’ wagon ‘AOKF 940 W’.

GHA 944

28.04.1988 Reclassified from wagon ‘GHA 944 T’ to ’ wagon ‘AOKF 944 M’.

GHA 947

07.10.1988 Reclassified from wagon ‘GHA 947 A’ to ’ wagon ‘AOKF 947 Q’.
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GHA 949

27.04.1988 Reclassified from wagon ‘GHA 949 S’ to ’ wagon ‘AOKF 949 L’.

GHA 955

27.04.1988 Reclassified from wagon ‘GHA 955 N’ to ’ wagon ‘AOKF 955 G’.

GHA 956

12.08.1987 Reclassified from wagon ‘GHA 956 W’ to ’ wagon ‘AOKF 950 H’.
27.04.1988 Reclassified from wagon ‘GHA 956 W’ to ’ wagon ‘AOKF 956 P’.

GHA 957

25.04.1988 Reclassified from wagon ‘GHA 957 X’ to ’ wagon ‘AOKF 957 B’.

GHA 965

28.04.1988 Reclassified from wagon ‘GHA 965 V’ to ’ wagon ‘AOKF 965 Y’.

GHA 969

26.04.1988 Reclassified from wagon ‘GHA 969 L’ to ’ wagon ‘AOKF 969 E’.

GHA 973

27.04.1988 Reclassified from wagon ‘GHA 973 L’ to ’ wagon ‘AOKF 973 E’.

GHA 974

26.04.1988 Reclassified from wagon ‘GHA 974 U’ to ’ wagon ‘AOKF 974 N’.

GHA 979

27.04.1988 Reclassified from wagon ‘GHA 979 T’ to ’ wagon ‘AOKF 979 M’.

GHA 980

26.04.1988 Reclassified from wagon ‘GHA 980 P’ to ’ wagon ‘AOKF 980 X’.

GHA 985

27.04.1988 Reclassified from wagon ‘GHA 985 Y’ to ’ wagon ‘AOKF 985 H’.

GHA 988

26.04.1988 Reclassified from wagon ‘GHA 988 S’ to ’ wagon ‘AOKF 988 L’.
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GHA 989

26.04.1988 Reclassified from wagon ‘GHA 989 E’ to ’ wagon ‘AOKF 989 U’.

GHA 991

28.04.1988 Reclassified from wagon ‘GHA 991 J’ to ’ wagon ‘AOKF 991 C’.

GHA 992

26.04.1988 Reclassified from wagon ‘GHA 992 S’ to ’ wagon ‘AOKF 992 L’.

GHA 994

28.04.1988 Reclassified from wagon ‘GHA 994 N’ to ’ wagon ‘AOKF 994 G’.

GHA 995

27.04.1988 Reclassified from wagon ‘GHA 995 W’ to ’ wagon ‘AOKF 995 P’.

GHA 996

27.04.1988 Reclassified from wagon ‘GHA 996 X’ to ’ wagon ‘AOKF 996 B’.

GHA 1000

26.04.1988 Reclassified from wagon ‘GHA 1000 J’ to ’ wagon ‘AOKF 1000 C’.

GHA 1002

27.04.1988 Reclassified from wagon ‘GHA 1002 E’ to ’ wagon ‘AOKF 1002 U’.

GHA 1005

27.04.1988 Reclassified from wagon ‘GHA 1005 X’ to ’ wagon ‘AOKF 1005 B’.

GHA 1006

26.04.1988 Reclassified from wagon ‘GHA 1006 R’ to ’ wagon ‘AOKF 1006 K’.

GHA 1007

27.04.1988 Reclassified from wagon ‘GHA 1007 D’ to ’ wagon ‘AOKF 1007 T’.

GHA 1008

26.04.1988 Reclassified from wagon ‘GHA 1008 M’ to ’ wagon ‘AOKF 1008 F’.

GHA 1009

28.04.1988 Reclassified from wagon ‘GHA 1009 V’ to ’ wagon ‘AOKF 1009 Y’.
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GHA 1013

26.04.1988 Reclassified from wagon ‘GHA 1013 V’ to ’ wagon ‘AOKF 1013 Y’.

GHA 1016

25.04.1988 Reclassified from wagon ‘GHA 1016 C’ to ’ wagon ‘AOKF 1016 S’.

GHA 1017

26.04.1988 Reclassified from wagon ‘GHA 1017 L’ to ’ wagon ‘AOKF 1017 E’.

GHA 1018

27.04.1988 Reclassified from wagon ‘GHA 1018 U’ to ’ wagon ‘AOKF 1018 N’.

GHA 1019

28.04.1988 Reclassified from wagon ‘GHA 1019 G’ to ’ wagon ‘AOKF 1019 W’.

GHA 1024

26.04.1988 Reclassified from wagon ‘GHA 1024 P’ to ’ wagon ‘AOKF 1024 X’.

GHA 1025

26.04.1988 Reclassified from wagon ‘GHA 1025 B’ to ’ wagon ‘AOKF 1025 R’.

GHA 1026

27.04.1988 Reclassified from wagon ‘GHA 1026 K’ to ’ wagon ‘AOKF 1026 D’.

GHA 1027

27.04.1988 Reclassified from wagon ‘GHA 1027 T’ to ’ wagon ‘AOKF 1027 M’.

GHA 1028

26.04.1988 Reclassified from wagon ‘GHA 1028 F’ to ’ wagon ‘AOKF 1028 V’.

GHA 1029

26.04.1988 Reclassified from wagon ‘GHA 1029 Y’ to ’ wagon ‘AOKF 1029 H’.

GHA 1033

25.04.1988 Reclassified from wagon ‘GHA 1033 Y’ to ’ wagon ‘AOKF 1033 H’.

GHA 1034

27.04.1988 Reclassified from wagon ‘GHA 1034 A’ to ’ wagon ‘AOKF 1034 Q’.
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GHA 1038

14.07.1988 Reclassified from wagon ‘GHA 1038 N’ to ’ wagon ‘AOKF 1038 G’.

GHA 1040

26.04.1988 Reclassified from wagon ‘GHA 1040 S’ to ’ wagon ‘AOKF 1040 L’.

GHA 1041

26.04.1988 Reclassified from wagon ‘GHA 1041 E’ to ’ wagon ‘AOKF 1041 U’.

GHA 1042

26.04.1988 Reclassified from wagon ‘GHA 1042 N’ to ’ wagon ‘AOKF 1042 G’.

GHA 1048

26.04.1988 Reclassified from wagon ‘GHA 1048 V’ to ’ wagon ‘AOKF 1048 Y’.

GHA 1049

27.04.1988 Reclassified from wagon ‘GHA 1049 H’ to ’ wagon ‘AOKF 1049 A’.

GHA 1051

25.04.1988 Reclassified from wagon ‘GHA 1051 M’ to ’ wagon ‘AOKF 1051 F’.

GHA 1052

26.04.1988 Reclassified from wagon ‘GHA 1052 V’ to ’ wagon ‘AOKF 1052 Y’.

GHA 1053

28.04.1988 Reclassified from wagon ‘GHA 1053 H’ to ’ wagon ‘AOKF 1053 A’.

GHA 1058

27.04.1988 Reclassified from wagon ‘GHA 1058 G’ to ’ wagon ‘AOKF 1058 W’.

GHA 1061

26.04.1988 Reclassified from wagon ‘GHA 1061 U’ to ’ wagon ‘AOKF 1061 N’.

GHA 1063

28.04.1988 Reclassified from wagon ‘GHA 1063 P’ to ’ wagon ‘AOKF 1063 X’.

GHA 1064

27.04.1988 Reclassified from wagon ‘GHA 1064 B’ to ’ wagon ‘AOKF 1064 R’.
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GHA 1065

26.04.1988 Reclassified from wagon ‘GHA 1065 K’ to ’ wagon ‘AOKF 1065 D’.

GHA 1066

28.04.1988 Reclassified from wagon ‘GHA 1066 T’ to ’ wagon ‘AOKF 1066 M’.

GHA 1068

27.04.1988 Reclassified from wagon ‘GHA 1068 Y’ to ’ wagon ‘AOKF 1068 H’.

GHA 1069

27.04.1988 Reclassified from wagon ‘GHA 1069 A’ to ’ wagon ‘AOKF 1069 Q’.

GHA 1072

26.04.1988 Reclassified from wagon ‘GHA 1072 Y’ to ’ wagon ‘AOKF 1072 H’.

GHA 1073

28.04.1988 Reclassified from wagon ‘GHA 1073 A’ to ’ wagon ‘AOKF 1073 Q’.

GHA 1076

27.04.1988 Reclassified from wagon ‘GHA 1076 E’ to ’ wagon ‘AOKF 1076 U’.

GHA 1077

26.04.1988 Reclassified from wagon ‘GHA 1077 N’ to ’ wagon ‘AOKF 1077 G’.

GHA 1079

26.04.1988 Reclassified from wagon ‘GHA 1079 X’ to ’ wagon ‘AOKF 1079 B’.

GHA 1081

09.05.1988 Reclassified from wagon ‘GHA 1081 N’ to ’ wagon ‘AOKF 1081 G’.

GHA 1084

25.04.1988 Reclassified from wagon ‘GHA 1084 R’ to ’ wagon ‘AOKF 1084 K’.

GHA 1085

27.04.1988 Reclassified from wagon ‘GHA 1085 D’ to ’ wagon ‘AOKF 1085 T’.

GHA 1092

28.04.1988 Reclassified from wagon ‘GHA 1092 H’ to ’ wagon ‘AOKF 1092 A’.
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GHA 1095

28.04.1988 Reclassified from wagon ‘GHA 1095 L’ to ’ wagon ‘AOKF 1095 E’.

GHA 1099

27.04.1988 Reclassified from wagon ‘GHA 1099 B’ to ’ wagon ‘AOKF 1099 R’.

GHA 1100

28.04.1988 Reclassified from wagon ‘GHA 1100 Q’ to ’ wagon ‘AOKF 1100 J’.

GHA 1103

28.04.1988 Reclassified from wagon ‘GHA 1103 U’ to ’ wagon ‘AOKF 1103 N’.

GHA 1104

27.04.1988 Reclassified from wagon ‘GHA 1104 G’ to ’ wagon ‘AOKF 1104 W’.

GHA 1107

27.04.1988 Reclassified from wagon ‘GHA 1107 K’ to ’ wagon ‘AOKF 1107 D’.

GHA 1110

27.04.1988 Reclassified from wagon ‘GHA 1110 B’ to ’ wagon ‘AOKF 1110 R’.

GHA 1111

27.04.1988 Reclassified from wagon ‘GHA 1111 K’ to ’ wagon ‘AOKF 1111 D’.

GHA 1114

27.04.1988 Reclassified from wagon ‘GHA 1114 Y’ to ’ wagon ‘AOKF 1114 H’.

GHA 1116

27.04.1988 Reclassified from wagon ‘GHA 1116 J’ to ’ wagon ‘AOKF 1116 C’.

GHA 1119

27.04.1988 Reclassified from wagon ‘GHA 1119 N’ to ’ wagon ‘AOKF 1119 G’.

GHA 1121

27.04.1988 Reclassified from wagon ‘GHA 1121 S’ to ’ wagon ‘AOKF 1121 L’.

GHA 1124

27.04.1988 Reclassified from wagon ‘GHA 1124 W’ to ’ wagon ‘AOKF 1124 P’.
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GHA 1125

27.04.1988 Reclassified from wagon ‘GHA 1125 X’ to ’ wagon ‘AOKF 1125 B’.

GHA 1228

27.04.1988 Reclassified from wagon ‘GHA 1228 T’ to ’ wagon ‘AOKF 1228 M’.

GHA 1229

28.04.1988 Reclassified from wagon ‘GHA 1229 F’ to ’ wagon ‘AOKF 1229 V’.

GHA 1230

27.04.1988 Reclassified from wagon ‘GHA 1230 B’ to ’ wagon ‘AOKF 1230 R’.

GHA 1239

27.04.1988 Reclassified from wagon ‘GHA 1239 N’ to ’ wagon ‘AOKF 1239 G’.

GHA 1240

27.04.1988 Reclassified from wagon ‘GHA 1240 J’ to ’ wagon ‘AOKF 1240 C’.

GHA 1242

27.04.1988 Reclassified from wagon ‘GHA 1242 E’ to ’ wagon ‘AOKF 1242 U’.

GHA 1243

26.04.1988 Reclassified from wagon ‘GHA 1243 N’ to ’ wagon ‘AOKF 1243 G’.

GHA 1244

28.04.1988 Reclassified from wagon ‘GHA 1244 W’ to ’ wagon ‘AOKF 1244 P’.

GHA 1249

28.04.1988 Reclassified from wagon ‘GHA 1249 V’ to ’ wagon ‘AOKF 1249 Y’.

GHA 1258

28.04.1988 Reclassified from wagon ‘GHA 1258 U’ to ’ wagon ‘AOKF 1258 N’.

GHA 1259

27.04.1988 Reclassified from wagon ‘GHA 1259 G’ to ’ wagon ‘AOKF 1259 W’.

GHA 1260

27.04.1988 Reclassified from wagon ‘GHA 1260 C’ to ’ wagon ‘AOKF 1260 S’.
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GHA 1261

17.05.1988 Reclassified from wagon ‘GHA 1261 L’ to ’ wagon ‘AOKF 1261 E’.

GHA 1262

10.05.1988 Reclassified from wagon ‘GHA 1262 U’ to ’ wagon ‘AOKF 1262 N’.

GHA 1267

26.04.1988 Reclassified from wagon ‘GHA 1267 T’ to ’ wagon ‘AOKF 1267 M’.

GHA 1269

26.04.1988 Reclassified from wagon ‘GHA 1269 Y’ to ’ wagon ‘AOKF 1269 H’.

GHA 1271

26.04.1988 Reclassified from wagon ‘GHA 1271 T’ to ’ wagon ‘AOKF 1271 M’.

GHA 1276

25.04.1988 Reclassified from wagon ‘GHA 1276 S’ to ’ wagon ‘AOKF 1276 L’.

GHA 1277

27.04.1988 Reclassified from wagon ‘GHA 1277 E’ to ’ wagon ‘AOKF 1277 U’.

GHA 1279

27.04.1988 Reclassified from wagon ‘GHA 1279 W’ to ’ wagon ‘AOKF 1279 P’.

GHA 1283

28.04.1988 Reclassified from wagon ‘GHA 1283 W’ to ’ wagon ‘AOKF 1283 P’.

GHA 1284

28.04.1988 Reclassified from wagon ‘GHA 1284 X’ to ’ wagon ‘AOKF 1284 B’.

GHA 1286

26.04.1988 Reclassified from wagon ‘GHA 1286 D’ to ’ wagon ‘AOKF 1286 T’.

GHA 1287

26.04.1988 Reclassified from wagon ‘GHA 1287 M’ to ’ wagon ‘AOKF 1287 F’.

GHA 1289

27.04.1988 Reclassified from wagon ‘GHA 1289 H’ to ’ wagon ‘AOKF 1289 A’.
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GHA 1292

27.04.1988 Reclassified from wagon ‘GHA 1292 V’ to ’ wagon ‘AOKF 1292 Y’.

GHA 1293

27.04.1988 Reclassified from wagon ‘GHA 1293 H’ to ’ wagon ‘AOKF 1293 A’.

GHA 1296

30.05.1988 Reclassified from wagon ‘GHA 1296 L’ to ’ wagon ‘AOKF 1296 E’.

GHA 1297

26.04.1988 Reclassified from wagon ‘GHA 1297 U’ to ’ wagon ‘AOKF 1297 N’.

GHA 1298

28.04.1988 Reclassified from wagon ‘GHA 1298 G’ to ’ wagon ‘AOKF 1298 W’.

GHA 1301

27.04.1988 Reclassified from wagon ‘GHA 1301 Q’ to ’ wagon ‘AOKF 1301 J’.

GHA 1302

26.04.1988 Reclassified from wagon ‘GHA 1302 C’ to ’ wagon ‘AOKF 1302 S’.

GHA 1303

28.04.1988 Reclassified from wagon ‘GHA 1303 L’ to ’ wagon ‘AOKF 1303 E’.

GHA 1305

26.04.1988 Reclassified from wagon ‘GHA 1305 G’ to ’ wagon ‘AOKF 1305 W’.

GHA 1306

27.04.1988 Reclassified from wagon ‘GHA 1306 P’ to ’ wagon ‘AOKF 1306 X’.

GHA 1309

26.04.1988 Reclassified from wagon ‘GHA 1309 T’ to ’ wagon ‘AOKF 1309 M’.

GHA 1311

26.04.1988 Reclassified from wagon ‘GHA 1311 B’ to ’ wagon ‘AOKF 1311 R’.

GHA 1312

12.04.1988 Reclassified from wagon ‘GHA 1312 K’ to ’ wagon ‘AOKF 1312 D’.

6362



2.302. Wagon classification starting with ‘GL’

GHA 1313

28.04.1988 Reclassified from wagon ‘GHA 1313 T’ to ’ wagon ‘AOKF 1313 M’.

GHA 1314

28.04.1988 Reclassified from wagon ‘GHA 1314 F’ to ’ wagon ‘AOKF 1314 V’.

GHA 1315

27.04.1988 Reclassified from wagon ‘GHA 1315 Y’ to ’ wagon ‘AOKF 1315 H’.

GHA 1316

27.04.1988 Reclassified from wagon ‘GHA 1316 A’ to ’ wagon ‘AOKF 1316 Q’.

GHA 1317

27.04.1988 Reclassified from wagon ‘GHA 1317 J’ to ’ wagon ‘AOKF 1317 C’.

GHA 1319

27.04.1988 Reclassified from wagon ‘GHA 1319 E’ to ’ wagon ‘AOKF 1319 U’.

GHA 1320

26.04.1988 Reclassified from wagon ‘GHA 1320 A’ to ’ wagon ‘AOKF 1320 Q’.

GHA 1322

10.05.1988 Reclassified from wagon ‘GHA 1322 S’ to ’ wagon ‘AOKF 1322 L’.

GHA 1324

28.04.1988 Reclassified from wagon ‘GHA 1324 N’ to ’ wagon ‘AOKF 1324 G’.

2.302 Wagon classification starting with ‘GL’

GL 824

Details: wagon ‘GL 824 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 19.08.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 24.06.1994
Last Triple Valve: 08.12.1989
Last Single Car Test: 08.12.1989
Last Lift: 25.02.1982

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRANCH PIPE’.
19.07.1989 Repair ‘STANCHION’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1989 Repair ‘HANDBRAKE HANDLE’.
25.07.1989 Repair ‘SIDE MEMBER’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Repair ‘STEP’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.12.1989 Repair ‘DOOR LOCK MECHANISM’.
06.12.1989 Repair ‘HANDRAILS’.
06.12.1989 Repair ‘HANDRAILS END’.
06.12.1989 Repair ‘STANCHION’.
06.12.1989 Repair ‘STEP’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘STANCHION’.
02.07.1991 Repair ‘STANCHION’.
02.07.1991 Repair ‘STEP’.
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Repair ‘STANCHION’.
30.10.1991 Repair ‘SIDE MEMBER’.
03.03.1994 Repair ‘DOOR COMPLETE’.
03.03.1994 Repair ‘DOOR LOCK MECHANISM’.
03.03.1994 Repair ‘STANCHION’.
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17.03.1994 Repair ‘STEP’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.

GL 829

Details: wagon ‘GL 829 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 24.08.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 13.03.1995
Due Triple Valve: 16.10.1988
Last Single Car Test: 30.08.1991
Last Lift: 16.10.1987

07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Repair ‘DOOR HINGES AND PINS’.
07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘DOOR COMPLETE’.
27.03.1990 Repair ‘DRAFT GEAR POCKET’.
27.03.1990 Repair ‘STANCHION’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘DOOR COMPLETE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRANCH PIPE’.
29.08.1991 Repair ‘DOOR COMPLETE’.
29.08.1991 Repair ‘STANCHION’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
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GL 832

Details: wagon ‘GL 832 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 01.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 17.09.1993
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 20.09.1993
Last Lift: 12.05.1982

11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘VEHICLE COMPLETE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘DOOR HINGES AND PINS’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘STANCHION’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE SPRING’.
16.10.1990 Repair ‘BRAKE PULL ROD’.
16.10.1990 Repair ‘END BRAKE COCK’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘STEP’.
16.10.1990 Repair ‘TRAIN PIPE (END)’.
08.01.1991 Repair ‘DOOR COMPLETE’.
03.04.1991 Repair ‘STANCHION’.
05.06.1991 Repair ‘DOOR COMPLETE’.
17.06.1991 Repair ‘HANDRAILS’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BRAKE LEVER’.
17.09.1993 Repair ‘TRAIN PIPE’.
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GL 834

Details: wagon ‘GL 834 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 01.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 04.06.1996
Due Triple Valve: 04.05.1990
Last Brake Cylinder: 20.12.1989
Last Single Car Test: 04.03.1994
Last Lift: 28.07.1982

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRANCH PIPE’.
18.12.1989 Repair ‘DOOR COMPLETE’.
18.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
08.05.1991 Repair ‘DOOR COMPLETE’.
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BRAKE LEVER’.
03.03.1994 Repair ‘DOOR COMPLETE’.
03.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1994 Repair ‘STANCHION’.
03.03.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

GL 838

Details: wagon ‘GL 838 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 01.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 24.07.1990
Last Lift: 26.06.1981

25.07.1989 Repair ‘DOOR COMPLETE’.
01.03.1990 Repair ‘DOOR HINGES AND PINS’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘STANCHION’.
24.07.1990 Repair ‘DOOR COMPLETE’.

GL 847

Details: wagon ‘GL 847 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 15.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ
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Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.06.1996
Due Triple Valve: 15.08.1989
Last Brake Cylinder: 15.08.1988
Last Lift: 16.05.1974

13.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1990 Repair ‘DOOR HINGES AND PINS’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘STANCHION’.
01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1991 Repair ‘STANCHION’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1991 Repair ‘STANCHION’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘DOOR COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

GL 849

Details: wagon ‘GL 849 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 15.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 05.02.1994
Due Triple Valve: 09.10.1992
Last Brake Cylinder: 09.10.1991
Last Single Car Test: 03.06.1993
Last Lift: 12.05.1982

25.07.1989 Repair ‘STANCHION’.
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01.03.1990 Repair ‘DOOR HINGES AND PINS’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘STANCHION’.
15.04.1991 Repair ‘DOOR COMPLETE’.
15.04.1991 Repair ‘DOOR COMPLETE’.
15.04.1991 Repair ‘HANDRAILS END’.
15.04.1991 Repair ‘STANCHION’.
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘DOOR COMPLETE’.
02.10.1991 Repair ‘STANCHION’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1991 Repair ‘VEHICLE STENCILS’.
19.11.1991 Repair ‘DOOR HINGES AND PINS’.
19.11.1991 Repair ‘SIDE MEMBER’.
11.02.1992 Repair ‘STEP’.
01.05.1992 Repair ‘DOOR COMPLETE’.
01.05.1992 Repair ‘STANCHION’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BRANCH PIPE’.
02.06.1993 Repair ‘END BRAKE COCK’.
02.06.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Repair ‘STANCHION’.
01.02.1994 Repair ‘DOOR COMPLETE’.
01.02.1994 Repair ‘STANCHION’.
05.02.1994 Repair ‘VEHICLE COMPLETE’.

GL 854

Details: wagon ‘GL 854 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 29.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
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BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.06.1996
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 19.10.1990
Last Lift: 21.05.1982

28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘DOOR COMPLETE’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘STANCHION’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1990 Repair ‘BRAKE PULL ROD’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1990 Repair ‘DOOR COVERING’.
15.10.1990 Repair ‘DOOR HINGES AND PINS’.
15.10.1990 Repair ‘DRAFT GEAR POCKET’.
15.10.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1990 Repair ‘HANDRAILS END’.
15.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘SIDE BEARER’.
15.10.1990 Repair ‘STANCHION’.
15.10.1990 Repair ‘STEP’.
15.10.1990 Repair ‘TOP CENTRE PLATE’.
15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1990 Repair ‘YOKE CARRIER’.
15.10.1990 Repair ‘YOKE COMPLETE’.
03.03.1994 Repair ‘DOOR LOCK MECHANISM’.
03.03.1994 Repair ‘STANCHION’.
03.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

GL 855

Details: wagon ‘GL 855 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 29.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 03.06.1996
Due Triple Valve: 25.07.1990
Last Brake Cylinder: 02.06.1993
Last Single Car Test: 24.06.1993
Last Lift: 20.11.1981

19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘STANCHION’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘BOGIE SPRING’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘DOOR HINGES AND PINS’.
05.01.1990 Repair ‘END FRAME MEMBER’.
05.01.1990 Repair ‘END HOSE’.
05.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1990 Repair ‘HANDBRAKE HANDLE’.
05.01.1990 Repair ‘HANDRAILS END’.
05.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1990 Repair ‘TRAIN PIPE (END)’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘DOOR HINGES AND PINS’.
01.03.1990 Repair ‘DOOR LOCK MECHANISM’.
01.03.1990 Repair ‘STANCHION’.
23.08.1991 Repair ‘DOOR COMPLETE’.
23.08.1991 Repair ‘STANCHION’.
13.11.1991 Repair ‘DOOR FRAME’.
13.11.1991 Repair ‘DOOR HINGES AND PINS’.
13.11.1991 Repair ‘SIDE MEMBER’.
26.05.1992 Repair ‘STANCHION’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1992 Repair ‘DOOR LOCK MECHANISM’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1992 Repair ‘TRAIN PIPE’.
17.12.1992 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘END BRAKE COCK’.
01.06.1993 Repair ‘END HOSE’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘DOOR LOCK MECHANISM’.
23.06.1993 Repair ‘STANCHION’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Repair ‘STANCHION’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

GL 858

Details: wagon ‘GL 858 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 29.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 17.12.1992
Last Single Car Test: 22.06.1992
Last Lift: 02.07.1982

29.03.1990 Repair ‘DOOR COMPLETE’.
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29.03.1990 Repair ‘DOOR FRAME’.
29.03.1990 Repair ‘END HOSE’.
29.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.03.1990 Repair ‘STANCHION’.
12.06.1990 Repair ‘DOOR LOCK MECHANISM’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.07.1990 Repair ‘DOOR HINGES AND PINS’.
12.07.1990 Repair ‘END BRAKE COCK’.
12.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BEARERS’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘BRANCH PIPE’.
26.09.1990 Repair ‘DRAFT GEAR POCKET’.
26.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1991 Repair ‘STANCHION’.
26.05.1992 Repair ‘DOOR COMPLETE’.
26.05.1992 Repair ‘DOOR LOCK MECHANISM’.
26.05.1992 Repair ‘END BRAKE COCK’.
26.05.1992 Repair ‘STANCHION’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘STEP’.
17.12.1992 Repair ‘DOOR COMPLETE’.
17.12.1992 Repair ‘STANCHION’.
17.12.1992 Repair ‘VEHICLE COMPLETE’.

GL 859

Details: wagon ‘GL 859 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 07.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ
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Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 10.02.1994
Due Triple Valve: 13.06.1990
Last Brake Cylinder: 13.06.1989
Last Single Car Test: 26.08.1991
Last Lift: 20.07.1982

28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘DOOR COMPLETE’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘STANCHION’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘DOOR COMPLETE’.
23.08.1991 Repair ‘END BRAKE COCK’.
23.08.1991 Repair ‘END HOSE’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1991 Repair ‘DISCHARGE DOOR’.
13.11.1991 Repair ‘SIDE MEMBER’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1992 Repair ‘DOOR LOCK MECHANISM’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘FLOOR SHEETING’.
10.02.1994 Repair ‘STANCHION’.

GL 864

Details: wagon ‘GL 864 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 28.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
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BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.06.1996
Due Triple Valve: 01.08.1989
Last Brake Cylinder: 01.08.1988
Last Single Car Test: 16.11.1989
Last Lift: 17.06.1982

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COUPLER COMPLETE’.
28.09.1989 Repair ‘DOOR LOCK MECHANISM’.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1989 Repair ‘HANDRAILS END’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Repair ‘END HOSE’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘DOOR COMPLETE’.
21.12.1989 Repair ‘DOOR COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘DOOR COMPLETE’.
27.03.1990 Repair ‘STANCHION’.
27.03.1990 Repair ‘TOP CENTRE PLATE’.
27.03.1990 Repair ‘TOP CENTRE PLATE’.
06.07.1990 Repair ‘DOOR COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
31.03.1994 Repair ‘COUPLER COMPLETE’.
31.03.1994 Repair ‘DOOR LOCK MECHANISM’.
31.03.1994 Repair ‘STANCHION’.
31.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1994 Repair ‘WEAR PLATES & SADDLES’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

GL 865

Details: wagon ‘GL 865 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770

6376



2.302. Wagon classification starting with ‘GL’

Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 14.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 19.02.1994
Due Triple Valve: 19.04.1991
Last Single Car Test: 30.08.1991
Last Lift: 08.07.1982

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘BRAKE BLOCK OTHER’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.04.1990 Repair ‘TOP CENTRE PLATE’.
18.04.1990 Repair ‘YOKE COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘VEHICLE STENCILS’.
12.10.1990 Repair ‘DOOR COMPLETE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRANCH PIPE’.
29.08.1991 Repair ‘DOOR COMPLETE’.
29.08.1991 Repair ‘STANCHION’.
19.02.1994 Repair ‘DOOR COMPLETE’.

GL 866

Details: wagon ‘GL 866 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
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Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 22.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.03.1995
Due Triple Valve: 27.06.1990
Last Brake Cylinder: 27.06.1989
Last Lift: 20.07.1982

28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘DOOR COMPLETE’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘STANCHION’.
06.07.1990 Repair ‘DOOR COMPLETE’.
06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
02.09.1991 Repair ‘DOOR COMPLETE’.
02.09.1991 Repair ‘STEP’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1991 Repair ‘DOOR HINGES AND PINS’.
13.11.1991 Repair ‘SIDE MEMBER’.
03.03.1994 Repair ‘DOOR COMPLETE’.
03.03.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

GL 868

Details: wagon ‘GL 868 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
Date Built: 14.10.1943
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Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 03.06.1996
Last Single Car Test: 04.06.1991
Last Lift: 25.05.1982

27.03.1990 Repair ‘DOOR LOCK MECHANISM’.
27.03.1990 Repair ‘DRAFT GEAR POCKET’.
27.03.1990 Repair ‘STANCHION’.
06.07.1990 Repair ‘STANCHION’.
12.10.1990 Repair ‘DOOR COMPLETE’.
02.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BEARERS’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRANCH PIPE’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘DOOR COVERING’.
29.05.1991 Repair ‘YOKE PIN’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘VEHICLE COMPLETE’.
24.06.1991 Repair ‘VEHICLE LOAD CAPACITY’.
24.06.1991 Repair ‘VEHICLE STENCILS’.
13.11.1991 Repair ‘SIDE MEMBER’.
19.11.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

GL 881

Details: wagon ‘GL 881 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1770
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: NS 187
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Date Built: 26.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSOZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 05.02.1994
Due Triple Valve: 02.06.1994
Last Brake Cylinder: 02.06.1993
Last Single Car Test: 24.06.1993
Last Lift: 26.06.1974

19.07.1989 Repair ‘HANDRAILS END’.
19.07.1989 Repair ‘STANCHION’.
19.07.1989 Repair ‘STANCHION’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘BRAKE LEVER’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘DOOR COMPLETE’.
05.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1990 Repair ‘TRAIN PIPE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE STENCILS’.
26.05.1992 Repair ‘STANCHION’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1992 Repair ‘DOOR LOCK MECHANISM’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1992 Repair ‘DOOR COMPLETE’.
17.12.1992 Repair ‘STANCHION’.
17.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1992 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.06.1993 Repair ‘DOOR COMPLETE’.
01.06.1993 Repair ‘END HOSE’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘STANCHION’.
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01.06.1993 Repair ‘TRAIN PIPE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘DOOR HINGES AND PINS’.
23.06.1993 Repair ‘DOOR LOCK MECHANISM’.
23.06.1993 Repair ‘END HOSE’.
23.06.1993 Repair ‘STANCHION’.
23.06.1993 Repair ‘TRAIN PIPE (END)’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘DOOR COMPLETE’.
01.02.1994 Repair ‘STANCHION’.
05.02.1994 Repair ‘VEHICLE COMPLETE’.

2.303 Wagon classification starting with ‘GLX’

GLX 31383

16.09.1988 Reclassified from wagon ‘GLX 31383 G’ to ’ wagon ‘NLGX 31383 M’.

GLX 31497

Details: wagon ‘GLX 31497 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

GLX 31528

12.11.1987 Reclassified from wagon ‘GLX 31528 R’ to ’ wagon ‘NLGX 31528 A’.

GLX 31551

04.10.1988 Reclassified from wagon ‘GLX 31551 B’ to ’ wagon ‘NQZA 60389 E’.

GLX 31554

12.11.1987 Reclassified from wagon ‘GLX 31554 F’ to ’ wagon ‘NLGX 31554 L’.
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2.304 Wagon classification starting with ‘GN’

GN 10009

20.08.1989 Repair ‘VEHICLE SOLD’.

GN 10010

20.08.1989 Repair ‘VEHICLE SOLD’.

GN 10017

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10019

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10020

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10021

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10025

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10030

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10031

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

GN 10032

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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GN 10047

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.305 Wagon classification starting with ‘GNS’

GNST 10008

07.05.1990 Reclassified from wagon ‘GNST 10008 T’ to ’ wagon ‘AZVF 10008 N’.

2.306 Wagon classification starting with ‘GPA’

GPA 2091

27.04.1988 Reclassified from wagon ‘GPA 2091 U’ to ’ wagon ‘AOJF 2091 R’.

GPA 2092

27.04.1988 Reclassified from wagon ‘GPA 2092 G’ to ’ wagon ‘AOJF 2092 D’.

GPA 2093

27.04.1988 Reclassified from wagon ‘GPA 2093 P’ to ’ wagon ‘AOJF 2093 M’.

GPA 2094

27.04.1988 Reclassified from wagon ‘GPA 2094 B’ to ’ wagon ‘AOJF 2094 V’.

GPA 2095

28.04.1988 Reclassified from wagon ‘GPA 2095 K’ to ’ wagon ‘AOJF 2095 H’.

GPA 2096

27.04.1988 Reclassified from wagon ‘GPA 2096 T’ to ’ wagon ‘AOJF 2096 Q’.

GPA 2097

27.04.1988 Reclassified from wagon ‘GPA 2097 F’ to ’ wagon ‘AOJF 2097 C’.

GPA 2098

25.04.1988 Reclassified from wagon ‘GPA 2098 Y’ to ’ wagon ‘AOJF 2098 L’.

GPA 2099

28.04.1988 Reclassified from wagon ‘GPA 2099 A’ to ’ wagon ‘AOJF 2099 U’.
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GPA 2100

27.04.1988 Reclassified from wagon ‘GPA 2100 P’ to ’ wagon ‘AOJF 2100 M’.

GPA 2101

28.04.1988 Reclassified from wagon ‘GPA 2101 B’ to ’ wagon ‘AOJF 2101 V’.

GPA 2102

27.04.1988 Reclassified from wagon ‘GPA 2102 K’ to ’ wagon ‘AOJF 2102 H’.

GPA 2103

28.04.1988 Reclassified from wagon ‘GPA 2103 T’ to ’ wagon ‘AOJF 2103 Q’.

GPA 2104

27.04.1988 Reclassified from wagon ‘GPA 2104 F’ to ’ wagon ‘AOJF 2104 C’.

GPA 2105

26.04.1988 Reclassified from wagon ‘GPA 2105 Y’ to ’ wagon ‘AOJF 2105 L’.

GPA 2106

28.04.1988 Reclassified from wagon ‘GPA 2106 A’ to ’ wagon ‘AOJF 2106 U’.

GPA 2107

27.04.1988 Reclassified from wagon ‘GPA 2107 J’ to ’ wagon ‘AOJF 2107 G’.

GPA 2108

27.04.1988 Reclassified from wagon ‘GPA 2108 S’ to ’ wagon ‘AOJF 2108 P’.

GPA 2109

27.04.1988 Reclassified from wagon ‘GPA 2109 E’ to ’ wagon ‘AOJF 2109 B’.

GPA 2110

26.04.1988 Reclassified from wagon ‘GPA 2110 A’ to ’ wagon ‘AOJF 2110 U’.

GPA 2111

28.04.1988 Reclassified from wagon ‘GPA 2111 J’ to ’ wagon ‘AOJF 2111 G’.

GPA 2112

27.04.1988 Reclassified from wagon ‘GPA 2112 S’ to ’ wagon ‘AOJF 2112 P’.
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GPA 2113

27.04.1988 Reclassified from wagon ‘GPA 2113 E’ to ’ wagon ‘AOJF 2113 B’.

GPA 2114

26.04.1988 Reclassified from wagon ‘GPA 2114 N’ to ’ wagon ‘AOJF 2114 K’.

GPA 2115

27.04.1988 Reclassified from wagon ‘GPA 2115 W’ to ’ wagon ‘AOJF 2115 T’.

GPA 2117

28.04.1988 Reclassified from wagon ‘GPA 2117 R’ to ’ wagon ‘AOJF 2117 Y’.

GPA 2118

27.04.1988 Reclassified from wagon ‘GPA 2118 D’ to ’ wagon ‘AOJF 2118 A’.

GPA 2119

27.04.1988 Reclassified from wagon ‘GPA 2119 M’ to ’ wagon ‘AOJF 2119 J’.

GPA 2120

28.04.1988 Reclassified from wagon ‘GPA 2120 X’ to ’ wagon ‘AOJF 2120 F’.

GPA 2121

26.04.1988 Reclassified from wagon ‘GPA 2121 R’ to ’ wagon ‘AOJF 2121 Y’.

GPA 2122

28.04.1988 Reclassified from wagon ‘GPA 2122 D’ to ’ wagon ‘AOJF 2122 A’.

GPA 2123

30.05.1988 Reclassified from wagon ‘GPA 2123 M’ to ’ wagon ‘AOJF 2123 J’.

GPA 2124

27.04.1988 Reclassified from wagon ‘GPA 2124 V’ to ’ wagon ‘AOJF 2124 S’.

GPA 2127

27.04.1988 Reclassified from wagon ‘GPA 2127 C’ to ’ wagon ‘AOJF 2127 W’.

GPA 2128

26.04.1988 Reclassified from wagon ‘GPA 2128 L’ to ’ wagon ‘AOJF 2128 X’.
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GPA 2129

26.04.1988 Reclassified from wagon ‘GPA 2129 U’ to ’ wagon ‘AOJF 2129 R’.

2.307 Wagon classification starting with ‘GV’

GV 2

Details: wagon ‘GV 2 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 05.10.1982
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 05.10.1982
Last Lift: 05.10.1982

GV 3

Details: wagon ‘GV 3 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 29.10.1982
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

6386



2.307. Wagon classification starting with ‘GV’

Fleet Grp Code: AH EX
Return to Service Date: 29.10.1982
Last Lift: 29.10.1982

GV 4

Details: wagon ‘GV 4 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 25.11.1982
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 25.11.1982
Last Lift: 25.11.1982

GV 6

Details: wagon ‘GV 6 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 06.01.1983
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 06.01.1983
Last Lift: 06.01.1983
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GV 7

Details: wagon ‘GV 7 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 21.12.1982
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 21.12.1982
Last Lift: 21.12.1982

GV 8

Details: wagon ‘GV 8 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 11.05.1983
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 11.05.1983
Last Lift: 11.05.1983
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GV 10

Details: wagon ‘GV 10 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 22.07.1983
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 22.07.1983
Last Lift: 22.07.1983

GV 11

Details: wagon ‘GV 11 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 13.09.1983
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 13.09.1983
Last Lift: 13.09.1983
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GV 12

Details: wagon ‘GV 12 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T C64
Date Built: 28.10.1983
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN;U/FRAME EX SLC
BSG Code: BTIB

Fleet Grp Code: AH EX
Return to Service Date: 28.10.1983
Last Lift: 28.10.1983

2.308 Wagon classification starting with ‘GVI’

GVIC 319

Details: wagon ‘GVIC 319 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GVIC 16907

Details: wagon ‘GVIC 16907 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

2.309 Wagon classification starting with ‘GY’

GY 24

Details: wagon ‘GY 24 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 252

Details: wagon ‘GY 252 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 300

Details: wagon ‘GY 300 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
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Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 589

Details: wagon ‘GY 589 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

Fleet Grp Code: AC
Return to Service Date: 16.05.1990

16.05.1990 Repair ‘VEHICLE COMPLETE’.

GY 606

Details: wagon ‘GY 606 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 789

Details: wagon ‘GY 789 V’ in AN ‘Mainland Division’.

6392



2.309. Wagon classification starting with ‘GY’

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 822

Details: wagon ‘GY 822 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 2154

Details: wagon ‘GY 2154 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 2375

Details: wagon ‘GY 2375 H’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 2650

Details: wagon ‘GY 2650 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 2668

Details: wagon ‘GY 2668 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3451

Details: wagon ‘GY 3451 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
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Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3472

Details: wagon ‘GY 3472 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3514

Details: wagon ‘GY 3514 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3573

Details: wagon ‘GY 3573 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3604

Details: wagon ‘GY 3604 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3634

Details: wagon ‘GY 3634 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 3743

Details: wagon ‘GY 3743 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4010

Details: wagon ‘GY 4010 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4020

Details: wagon ‘GY 4020 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4084

Details: wagon ‘GY 4084 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4154

Details: wagon ‘GY 4154 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4156

Details: wagon ‘GY 4156 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4228

Details: wagon ‘GY 4228 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4252

Details: wagon ‘GY 4252 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4297

Details: wagon ‘GY 4297 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4346

Details: wagon ‘GY 4346 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4445

Details: wagon ‘GY 4445 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4490

Details: wagon ‘GY 4490 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4533

Details: wagon ‘GY 4533 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4578

Details: wagon ‘GY 4578 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4595

Details: wagon ‘GY 4595 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4711

Details: wagon ‘GY 4711 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VDOZ

GY 4776

Details: wagon ‘GY 4776 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 4812

Details: wagon ‘GY 4812 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 5124

Details: wagon ‘GY 5124 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 5128

Details: wagon ‘GY 5128 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 5209

Details: wagon ‘GY 5209 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 5359

Details: wagon ‘GY 5359 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 5420

Details: wagon ‘GY 5420 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 5588

Details: wagon ‘GY 5588 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 5651

Details: wagon ‘GY 5651 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 5819

Details: wagon ‘GY 5819 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 5956

Details: wagon ‘GY 5956 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 6118

Details: wagon ‘GY 6118 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 6122

Details: wagon ‘GY 6122 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 15913

Details: wagon ‘GY 15913 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 15930

Details: wagon ‘GY 15930 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 16275

Details: wagon ‘GY 16275 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16364

Details: wagon ‘GY 16364 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16479

Details: wagon ‘GY 16479 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 16600

Details: wagon ‘GY 16600 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16625

Details: wagon ‘GY 16625 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16659

Details: wagon ‘GY 16659 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 16678

Details: wagon ‘GY 16678 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16710

Details: wagon ‘GY 16710 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16743

Details: wagon ‘GY 16743 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ
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GY 16819

Details: wagon ‘GY 16819 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16876

Details: wagon ‘GY 16876 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

GY 16968

Details: wagon ‘GY 16968 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

6410



2.310. Wagon classification starting with ‘HA’

GY 17024

Details: wagon ‘GY 17024 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDOZ

2.310 Wagon classification starting with ‘HA’

HA 4

25.10.1989 Reclassified from wagon ‘HA 4 A’ to ’ wagon ‘HH 2 T’.

HA 6

27.11.1989 Reclassified from wagon ‘HA 6 S’ to ’ wagon ‘HH 3 F’.

HA 7

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘DISCHARGE DOOR’.
10.08.1989 Repair ‘DOOR SEAL’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HA 8

21.11.1989 Reclassified from wagon ‘HA 8 N’ to ’ wagon ‘HH 4 Y’.

HA 9

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
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Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘BRAKE SPRING’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘VEHICLE STENCILS’.
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘AXLEBOX’.
27.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘DISCHARGE DOOR’.
27.10.1989 Repair ‘DOOR OPENING MECHANISM’.

HA 10

Details: wagon ‘HA 10 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 01.07.1994
Last Single Car Test: 01.07.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’
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07.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1990 Repair ‘END HOSE’.
27.02.1990 Repair ‘LASHING POINT’.
27.02.1990 Repair ‘LASHING POINT’.
27.02.1990 Repair ‘TRAIN PIPE (END)’.
11.05.1990 Repair ‘DISCHARGE DOOR’.
11.05.1990 Repair ‘DOOR HINGES AND PINS’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘DOOR HINGES AND PINS’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR HINGES AND PINS’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
16.11.1990 Repair ‘DOOR HINGES AND PINS’.
16.11.1990 Repair ‘DOOR OPENING MECHANISM’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘DOOR COVERING’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘DISCHARGE DOOR’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘DOOR COMPLETE’.
08.03.1991 Repair ‘END BRAKE COCK’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘STEP’.
04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘COUPLER COMPLETE’.
26.07.1991 Repair ‘DISCHARGE DOOR’.
26.07.1991 Repair ‘DOOR OPENING MECHANISM’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE CONTROL PIPE’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
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23.10.1991 Repair ‘DOOR OPENING MECHANISM’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘BRAKE LEVER’.
20.01.1992 Repair ‘DOOR FRAME’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRAKE BLOCK RB95’.
04.06.1992 Repair ‘DOOR FRAME’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘CARD OR CLIP HOLDER’.
01.09.1992 Repair ‘COUPLER COMPLETE’.
01.09.1992 Repair ‘ROOF SHEET’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘DISCHARGE DOOR’.
01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘BRAKE BLOCK RB95’.
01.07.1994 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1994 Repair ‘BRAKE SPRING’.
01.07.1994 Repair ‘DISCHARGE DOOR’.
01.07.1994 Repair ‘DOOR HINGES AND PINS’.
01.07.1994 Repair ‘DOOR OPENING MECHANISM’.
01.07.1994 Repair ‘HANDRAILS’.

HA 11

Details: wagon ‘HA 11 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ
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Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 04.05.1994
Last Triple Valve: 05.08.1993
Last Brake Cylinder: 07.02.1992
Last Single Car Test: 05.05.1994
Last Lift: 11.03.1981

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Repair ‘LASHING POINT’.
23.04.1990 Repair ‘LASHING POINT’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRANCH PIPE’.
07.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.02.1992 Repair ‘END BRAKE COCK’.
07.02.1992 Repair ‘END FRAME MEMBER’.
07.02.1992 Repair ‘END HOSE’.
07.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1992 Repair ‘SIDE MEMBER’.
07.02.1992 Repair ‘TRAIN PIPE (END)’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE SPRING’.
06.10.1992 Repair ‘TRAIN PIPE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘END BRAKE COCK’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘BRANCH PIPE’.
11.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.11.1992 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
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22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘END BRAKE COCK’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE FULCRUM BRACKET’.
04.05.1994 Repair ‘BRAKE LEVER’.
04.05.1994 Repair ‘END BRAKE COCK’.

HA 12

Details: wagon ‘HA 12 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 23.11.1993
Last Brake Cylinder: 14.01.1991
Last Single Car Test: 23.11.1993

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
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12.12.1989 Repair ‘BRAKE LEVER’.
12.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.12.1989 Repair ‘DISCHARGE DOOR’.
12.12.1989 Repair ‘STEP’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.05.1990 Repair ‘DOOR FRAME’.
30.05.1990 Repair ‘DOOR SEAL’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘DISCHARGE DOOR’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘COUPLER COMPLETE’.
08.10.1990 Repair ‘DISCHARGE DOOR’.
08.10.1990 Repair ‘DOOR OPENING MECHANISM’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BRAKE BLOCK RB95’.
14.11.1990 Repair ‘DISCHARGE DOOR’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘DISCHARGE DOOR’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘DOOR OPENING MECHANISM’.
19.12.1991 Repair ‘END FRAME MEMBER’.
19.12.1991 Repair ‘TRAIN PIPE (END)’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.03.1992 Repair ‘WEAR PLATES & SADDLES’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
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23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HA 13

Details: wagon ‘HA 13 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 24.10.1995
Due Triple Valve: 09.04.1995
Last Brake Cylinder: 07.12.1993
Last Single Car Test: 13.04.1995

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

04.08.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘BRAKE PULL ROD’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR OPENING MECHANISM’.
15.11.1989 Repair ‘LASHING POINT’.
15.11.1989 Repair ‘LASHING POINT’.
15.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘DISCHARGE DOOR’.
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01.03.1990 Repair ‘DOOR OPENING MECHANISM’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRANCH PIPE’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘TRAIN PIPE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘BRANCH PIPE’.
15.05.1990 Repair ‘COUPLER COMPLETE’.
19.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
29.08.1990 Repair ‘DISCHARGE DOOR’.
29.08.1990 Repair ‘DOOR OPENING MECHANISM’.
29.08.1990 Repair ‘DOOR SEAL’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE COMPLETE’.
10.09.1990 Repair ‘COUPLER COMPLETE’.
10.09.1990 Repair ‘DISCHARGE DOOR’.
10.09.1990 Repair ‘DOOR OPENING MECHANISM’.
10.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘DISCHARGE DOOR’.
13.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1990 Repair ‘DISCHARGE DOOR’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘DISCHARGE DOOR’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
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30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘COUPLER COMPLETE’.
30.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DISCHARGE DOOR’.
28.10.1991 Repair ‘DOOR OPENING MECHANISM’.
28.10.1991 Repair ‘END BRAKE COCK’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘DISCHARGE DOOR’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘CARD OR CLIP HOLDER’.
15.09.1992 Repair ‘COUPLER COMPLETE’.
15.09.1992 Repair ‘COUPLER KNUCKLE’.
15.09.1992 Repair ‘DOOR OPENING MECHANISM’.
15.09.1992 Repair ‘ROOF SHEET’.
15.09.1992 Repair ‘STEP’.
15.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘DISCHARGE DOOR’.
28.09.1992 Repair ‘DOOR OPENING MECHANISM’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘COUPLER COMPLETE’.
27.01.1993 Repair ‘DISCHARGE DOOR’.
27.01.1993 Repair ‘DOOR OPENING MECHANISM’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘WHEEL SET’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘DISCHARGE DOOR’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BRAKE SPRING’.
02.11.1993 Repair ‘BRANCH PIPE’.
02.11.1993 Repair ‘DISCHARGE DOOR’.
02.11.1993 Repair ‘DOOR HINGES AND PINS’.
02.11.1993 Repair ‘DOOR OPENING MECHANISM’.
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02.11.1993 Repair ‘END BRAKE COCK’.
02.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘BRAKE BLOCK RB95’.
06.12.1993 Repair ‘DOOR HINGES AND PINS’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
06.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘TRAIN PIPE (END)’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1994 Repair ‘BOGIE COMPLETE’.
31.08.1994 Repair ‘COUPLER COMPLETE’.
31.08.1994 Repair ‘DISCHARGE DOOR’.
31.08.1994 Repair ‘DOOR OPENING MECHANISM’.
07.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1995 Repair ‘DOOR OPENING MECHANISM’.

HA 14

Details: wagon ‘HA 14 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 07.04.1995
Last Triple Valve: 03.06.1988
Last Brake Cylinder: 21.11.1991
Last Single Car Test: 13.04.1995
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13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

03.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘BRAKE LEVER’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘DISCHARGE DOOR’.
14.08.1989 Repair ‘LASHING POINT’.
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘DISCHARGE DOOR’.
06.12.1989 Repair ‘END BRAKE COCK’.
06.12.1989 Repair ‘UNDERFRAME COMPLETE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘DISCHARGE DOOR’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘VEHICLE STENCILS’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BRAKE BLOCK RB95’.
05.10.1990 Repair ‘DOOR SEAL’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘DISCHARGE DOOR’.
01.11.1990 Repair ‘DISCHARGE DOOR’.
01.11.1990 Repair ‘DOOR OPENING MECHANISM’.
01.11.1990 Repair ‘DOOR OPENING MECHANISM’.
01.11.1990 Repair ‘ROOF COMPLETE’.
01.11.1990 Repair ‘ROOF COMPLETE’.
01.11.1990 Repair ‘STEP’.
01.11.1990 Repair ‘STEP’.

6422



2.310. Wagon classification starting with ‘HA’

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘BRANCH PIPE’.
09.01.1991 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1991 Repair ‘END BRAKE COCK’.
09.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1991 Repair ‘HANDBRAKE HANDLE’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘DISCHARGE DOOR’.
24.01.1991 Repair ‘STEP’.
18.03.1991 Repair ‘UNDERFRAME COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DISCHARGE DOOR’.
19.08.1991 Repair ‘DOOR FRAME’.
19.08.1991 Repair ‘DOOR OPENING MECHANISM’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE CONTROL PIPE’.
22.10.1991 Repair ‘BRANCH PIPE’.
22.10.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRANCH PIPE’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘DISCHARGE DOOR’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘DOOR OPENING MECHANISM’.
24.03.1994 Repair ‘END BRAKE COCK’.
07.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HA 15

Details: wagon ‘HA 15 R’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 19.01.1995
Due Triple Valve: 20.01.1996
Last Brake Cylinder: 28.09.1993
Last Single Car Test: 20.01.1995

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘DOOR HINGES AND PINS’.
28.07.1989 Repair ‘DOOR OPENING MECHANISM’.
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘STEP’.
02.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘BRANCH PIPE’.
15.11.1989 Repair ‘CARD OR CLIP HOLDER’.
15.11.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR LOCK MECHANISM’.
15.11.1989 Repair ‘LASHING POINT’.
15.11.1989 Repair ‘LASHING POINT’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.03.1990 Repair ‘TRAIN PIPE’.
11.09.1990 Repair ‘DISCHARGE DOOR’.
11.09.1990 Repair ‘DOOR HINGES AND PINS’.
11.09.1990 Repair ‘DOOR OPENING MECHANISM’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘COUPLER COMPLETE’.
20.09.1990 Repair ‘DISCHARGE DOOR’.
20.09.1990 Repair ‘DOOR OPENING MECHANISM’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘DISCHARGE DOOR’.
16.10.1990 Repair ‘DOOR OPENING MECHANISM’.
16.10.1990 Repair ‘STEP’.
16.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1991 Repair ‘DOOR SEAL’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘DISCHARGE DOOR’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘BRAKE PULL ROD’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘ROOF SHEET’.
02.09.1992 Repair ‘VEHICLE STENCILS’.
02.09.1992 Repair ‘WHEEL SET’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BRAKE BLOCK RB95’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
04.05.1993 Repair ‘DOOR OPENING MECHANISM’.
04.05.1993 Repair ‘END HOSE’.
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘BRAKE BLOCK RB95’.
07.07.1993 Repair ‘COUPLER COMPLETE’.
07.07.1993 Repair ‘WHEEL SET’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BRAKE CONTROL PIPE’.
28.09.1993 Repair ‘COUPLER COMPLETE’.
28.09.1993 Repair ‘DISCHARGE DOOR’.
28.09.1993 Repair ‘DOOR LOCK MECHANISM’.
28.09.1993 Repair ‘DOOR OPENING MECHANISM’.
28.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1993 Repair ‘SIDE SHEET’.
28.09.1993 Repair ‘TRAIN PIPE (END)’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1993 Repair ‘COUPLER COMPLETE’.
07.12.1993 Repair ‘DOOR HINGES AND PINS’.
07.12.1993 Repair ‘STEP’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1995 Repair ‘BOGIE COMPLETE’.
19.01.1995 Repair ‘BRAKE BLOCK RB95’.
19.01.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.01.1995 Repair ‘WHEEL SET’.

HA 16

Details: wagon ‘HA 16 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 30.11.1993
Last Single Car Test: 01.12.1993

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
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Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘DISCHARGE DOOR’.
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘DISCHARGE DOOR’.
09.03.1990 Repair ‘DOOR SEAL’.
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Repair ‘TRAIN PIPE (END)’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘BRAKE CONTROL PIPE’.
25.05.1990 Repair ‘COUPLER COMPLETE’.
25.05.1990 Repair ‘DISCHARGE DOOR’.
25.05.1990 Repair ‘LASHING POINT’.
25.05.1990 Repair ‘LASHING POINT’.
25.05.1990 Repair ‘STEP’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Repair ‘COUPLER COMPLETE’.
08.10.1990 Repair ‘COUPLER COMPLETE’.
08.10.1990 Repair ‘DISCHARGE DOOR’.
08.10.1990 Repair ‘DISCHARGE DOOR’.
08.10.1990 Repair ‘DOOR OPENING MECHANISM’.
08.10.1990 Repair ‘DOOR OPENING MECHANISM’.
08.10.1990 Repair ‘ROOF COMPLETE’.
08.10.1990 Repair ‘SIDE BEARER’.
08.10.1990 Repair ‘SIDE BEARER’.
08.10.1990 Repair ‘STEP’.
08.10.1990 Repair ‘STEP’.
08.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1990 Repair ‘BRAKE BLOCK RB95’.
16.12.1990 Repair ‘DOOR COVERING’.
18.03.1991 Repair ‘UNDERFRAME COMPLETE’.
05.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1992 Repair ‘BOGIE COMPLETE’.
05.10.1992 Repair ‘BRAKE BLOCK RB95’.
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05.10.1992 Repair ‘COUPLER COMPLETE’.
05.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1992 Repair ‘STEP’.
05.10.1992 Repair ‘WHEEL SET’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DISCHARGE DOOR’.
23.10.1992 Repair ‘STEP’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘BOGIE COMPLETE’.
18.12.1992 Repair ‘BRAKE BLOCK RB95’.
18.12.1992 Repair ‘BRAKE PIN’.
18.12.1992 Repair ‘COUPLER COMPLETE’.
18.12.1992 Repair ‘STEP’.
18.12.1992 Repair ‘WHEEL SET’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘END BRAKE COCK’.
07.05.1993 Repair ‘END HOSE’.
07.05.1993 Repair ‘TRAIN PIPE (END)’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘DISCHARGE DOOR’.
28.07.1993 Repair ‘DOOR OPENING MECHANISM’.
28.07.1993 Repair ‘STEP’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1993 Repair ‘BOGIE COMPLETE’.
30.11.1993 Repair ‘COUPLER COMPLETE’.
30.11.1993 Repair ‘DISCHARGE DOOR’.
30.11.1993 Repair ‘DOOR HINGES AND PINS’.

HA 17

Details: wagon ‘HA 17 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
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Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Last Triple Valve: 03.06.1988
Last Single Car Test: 06.10.1989

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

13.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BRAKE LEVER’.
04.10.1989 Repair ‘DISCHARGE DOOR’.
04.10.1989 Repair ‘DOOR SEAL’.
04.10.1989 Repair ‘TOP CENTRE PLATE’.
04.10.1989 Repair ‘TRAIN PIPE’.

HA 18

Details: wagon ‘HA 18 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 16.11.1995
Last Single Car Test: 05.12.1994
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13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

03.07.1989 Repair ‘BOGIE BEARINGS’.
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘AXLEBOX’.
18.07.1989 Repair ‘DISCHARGE DOOR’.
18.07.1989 Repair ‘DOOR HINGES AND PINS’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘DISCHARGE DOOR’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘DOOR COVERING’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1990 Repair ‘BOGIE COMPLETE’.
03.09.1990 Repair ‘COUPLER COMPLETE’.
03.09.1990 Repair ‘DISCHARGE DOOR’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘COUPLER COMPLETE’.
29.10.1990 Repair ‘DISCHARGE DOOR’.
29.10.1990 Repair ‘DOOR OPENING MECHANISM’.
29.10.1990 Repair ‘SIDE BEARER’.
18.03.1991 Repair ‘UNDERFRAME COMPLETE’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE CONTROL PIPE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘DOOR HINGES AND PINS’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘DISCHARGE DOOR’.
30.07.1993 Repair ‘DOOR SEAL’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DOOR OPENING MECHANISM’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.05.1994 Repair ‘BOGIE BOLSTER’.
17.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BOGIE SIDEFRAME’.
17.05.1994 Repair ‘BOGIE WEAR PLATES’.
17.05.1994 Repair ‘BRAKE BLOCK RB95’.
17.05.1994 Repair ‘BRAKE FULCRUM BRACKET’.
17.05.1994 Repair ‘BRAKE PIN’.
17.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
17.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1994 Repair ‘WHEEL SET’.
23.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1994 Repair ‘BOGIE COMPLETE’.
23.08.1994 Repair ‘BRAKE BLOCK RB95’.
23.08.1994 Repair ‘BRAKE PIN’.
23.08.1994 Repair ‘BRAKE PULL ROD’.
23.08.1994 Repair ‘COUPLER COMPLETE’.
30.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1994 Repair ‘BOGIE COMPLETE’.
30.11.1994 Repair ‘COUPLER COMPLETE’.
30.11.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1995 Repair ‘BRAKE BLOCK RB95’.
16.11.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HA 19

Details: wagon ‘HA 19 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes
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Fleet Grp Code: AF NC
Last Single Car Test: 17.08.1989

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘AXLEBOX’.
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.08.1989 Repair ‘VEHICLE STENCILS’.

HA 20

Details: wagon ‘HA 20 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 23.10.1995
Due Triple Valve: 26.10.1995
Last Single Car Test: 26.10.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

03.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘STEP’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘DOOR COVERING’.
05.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1989 Repair ‘DOOR FRAME’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘BRAKE CONTROL PIPE’.
03.05.1990 Repair ‘END HOSE’.
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘DOOR COVERING’.
11.09.1990 Repair ‘DISCHARGE DOOR’.
11.09.1990 Repair ‘DOOR HINGES AND PINS’.
11.09.1990 Repair ‘DOOR OPENING MECHANISM’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.10.1990 Repair ‘BRAKE SPRING’.
30.10.1990 Repair ‘COUPLER COMPLETE’.
30.10.1990 Repair ‘DISCHARGE DOOR’.
30.10.1990 Repair ‘DOOR OPENING MECHANISM’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘DOOR COVERING’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘COUPLER COMPLETE’.
16.12.1991 Repair ‘DISCHARGE DOOR’.
16.12.1991 Repair ‘DOOR OPENING MECHANISM’.
16.12.1991 Repair ‘END BRAKE COCK’.
16.12.1991 Repair ‘STEP’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
16.12.1991 Repair ‘WHEEL SET’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
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16.01.1992 Repair ‘DISCHARGE DOOR’.
16.01.1992 Repair ‘DOOR OPENING MECHANISM’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE COMPLETE’.
31.01.1992 Repair ‘BRAKE BLOCK OTHER’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘BRAKE LEVER’.
31.01.1992 Repair ‘COUPLER COMPLETE’.
31.01.1992 Repair ‘DISCHARGE DOOR’.
31.01.1992 Repair ‘DOOR OPENING MECHANISM’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.05.1992 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘DOOR LOCK MECHANISM’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘BRAKE LEVER’.
28.09.1992 Repair ‘BRAKE PIN’.
28.09.1992 Repair ‘BRAKE PIN’.
28.09.1992 Repair ‘BRAKE PULL ROD’.
28.09.1992 Repair ‘BRAKE PULL ROD’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘END BRAKE COCK’.
28.09.1992 Repair ‘END BRAKE COCK’.
28.09.1992 Repair ‘END HOSE’.
28.09.1992 Repair ‘END HOSE’.
28.09.1992 Repair ‘TRAIN PIPE (END)’.
28.09.1992 Repair ‘TRAIN PIPE (END)’.
28.09.1992 Repair ‘WHEEL SET’.
28.09.1992 Repair ‘WHEEL SET’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1993 Repair ‘BOGIE COMPLETE’.
30.11.1993 Repair ‘BRAKE BLOCK RB95’.
30.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1993 Repair ‘COUPLER COMPLETE’.
30.11.1993 Repair ‘DISCHARGE DOOR’.
30.11.1993 Repair ‘DOOR HINGES AND PINS’.
30.11.1993 Repair ‘DOOR OPENING MECHANISM’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘BRAKE BLOCK RB95’.
27.04.1994 Repair ‘BRAKE PIN’.

6434



2.310. Wagon classification starting with ‘HA’

27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘STEP’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1994 Repair ‘BOGIE COMPLETE’.
01.09.1994 Repair ‘BRAKE FULCRUM BRACKET’.
01.09.1994 Repair ‘COUPLER COMPLETE’.
02.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1994 Repair ‘BOGIE COMPLETE’.
25.10.1994 Repair ‘BRAKE BLOCK RB95’.
25.10.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.10.1994 Repair ‘COUPLER COMPLETE’.
23.10.1995 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1995 Repair ‘BRAKE PULL ROD’.

HA 21

Details: wagon ‘HA 21 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 31.08.1994
Last Triple Valve: 07.12.1989
Last Single Car Test: 31.08.1994
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13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

31.08.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRANCH PIPE’.
07.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1989 Repair ‘SIDE BEARER’.
07.12.1989 Repair ‘SIDE STEP’.
07.12.1989 Repair ‘TOP CENTRE PLATE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘AXLEBOX’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COUPLER COMPLETE’.
05.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.07.1990 Repair ‘LASHING POINT’.
05.07.1990 Repair ‘LASHING POINT’.
05.07.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘DISCHARGE DOOR’.
22.08.1990 Repair ‘DOOR OPENING MECHANISM’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘DISCHARGE DOOR’.
18.03.1991 Repair ‘UNDERFRAME COMPLETE’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE BLOCK RB95’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘DISCHARGE DOOR’.
23.07.1992 Repair ‘DOOR OPENING MECHANISM’.
23.07.1992 Repair ‘DOOR OPENING MECHANISM’.
23.07.1992 Repair ‘ROOF SHEET’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘ROOF COMPLETE’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘DISCHARGE DOOR’.
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19.01.1993 Repair ‘DOOR OPENING MECHANISM’.
19.01.1993 Repair ‘ROOF SHEET’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘DISCHARGE DOOR’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘DISCHARGE DOOR’.
16.03.1994 Repair ‘DOOR OPENING MECHANISM’.
16.03.1994 Repair ‘DOOR SEAL’.
16.03.1994 Repair ‘TRAIN PIPE’.
16.03.1994 Repair ‘VEHICLE STENCILS’.
16.03.1994 Repair ‘WHEEL SET’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BOGIE COMPLETE’.
31.08.1994 Repair ‘BRAKE BLOCK RB95’.
31.08.1994 Repair ‘COUPLER COMPLETE’.
31.08.1994 Repair ‘WHEEL SET’.

HA 22

Details: wagon ‘HA 22 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Last Brake Cylinder: 18.04.1991
Last Single Car Test: 27.08.1990

6437



2. TIMS GROUP INFORMATION - WAGONS

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

03.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Repair ‘ROOF COMPLETE’.
22.01.1990 Repair ‘ROOF COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘END BRAKE COCK’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘DOOR HINGES AND PINS’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘DOOR COVERING’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE COMPLETE’.
27.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
27.08.1990 Repair ‘COUPLER COMPLETE’.
27.08.1990 Repair ‘DISCHARGE DOOR’.
27.08.1990 Repair ‘DOOR HINGES AND PINS’.
27.08.1990 Repair ‘DOOR OPENING MECHANISM’.
27.08.1990 Repair ‘LASHING POINT’.
27.08.1990 Repair ‘LASHING POINT’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘DOOR SEAL’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘DISCHARGE DOOR’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRAKE BLOCK RB95’.
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HA 23

Details: wagon ‘HA 23 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 24.10.1995
Due Triple Valve: 07.04.1994
Last Brake Cylinder: 04.11.1992
Last Single Car Test: 03.04.1995

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘CARD OR CLIP HOLDER’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘END BRAKE COCK’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘BRAKE LEVER’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
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26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1990 Repair ‘DISCHARGE DOOR’.
26.07.1990 Repair ‘DISCHARGE DOOR’.
26.07.1990 Repair ‘ROOF COMPLETE’.
26.07.1990 Repair ‘ROOF COMPLETE’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE LEVER’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘AXLEBOX’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.08.1991 Repair ‘DOOR SEAL’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRAKE LEVER’.
17.02.1992 Repair ‘END BRAKE COCK’.
18.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1992 Repair ‘BOGIE COMPLETE’.
18.05.1992 Repair ‘COUPLER COMPLETE’.
18.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
18.05.1992 Repair ‘DISCHARGE DOOR’.
18.05.1992 Repair ‘DOOR OPENING MECHANISM’.
18.05.1992 Repair ‘VEHICLE STENCILS’.
11.09.1992 Repair ‘DISCHARGE DOOR’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘AXLEBOX’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1992 Repair ‘STEP’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
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18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.02.1993 Repair ‘ROOF COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.04.1993 Repair ‘HANDRAILS END’.
26.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1993 Repair ‘BOGIE COMPLETE’.
26.04.1993 Repair ‘BRANCH PIPE’.
26.04.1993 Repair ‘COUPLER COMPLETE’.
26.04.1993 Repair ‘DISCHARGE DOOR’.
26.04.1993 Repair ‘DOOR OPENING MECHANISM’.
26.04.1993 Repair ‘SIDE BEARER’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE COMPLETE’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘COUPLER COMPLETE’.
08.07.1993 Repair ‘STEP’.
08.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1993 Repair ‘WHEEL SET’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1994 Repair ‘BRAKE LEVER’.
29.06.1994 Repair ‘COUPLER COMPLETE’.
29.06.1994 Repair ‘END BRAKE COCK’.
31.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1995 Repair ‘BRAKE SPRING’.
31.03.1995 Repair ‘ROOF COMPLETE’.
24.10.1995 Repair ‘DOOR OPENING MECHANISM’.

HA 24

Details: wagon ‘HA 24 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 12.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
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Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 08.11.1995
Last Triple Valve: 27.04.1989
Last Brake Cylinder: 29.09.1993
Last Single Car Test: 08.11.1995

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1990 Repair ‘BOGIE COMPLETE’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘DISCHARGE DOOR’.
19.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1990 Repair ‘SIDE BEARER’.
19.01.1990 Repair ‘STEP’.
19.01.1990 Repair ‘TOP CENTRE PLATE’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Repair ‘LASHING POINT’.
23.04.1990 Repair ‘LASHING POINT’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘COUPLER COMPLETE’.
25.05.1990 Repair ‘DISCHARGE DOOR’.
25.05.1990 Repair ‘STEP’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Repair ‘DISCHARGE DOOR’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘DISCHARGE DOOR’.
18.10.1990 Repair ‘DOOR COVERING’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘DISCHARGE DOOR’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BRAKE CONTROL PIPE’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Repair ‘TRAIN PIPE (END)’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE COMPLETE’.
26.02.1992 Repair ‘COUPLER COMPLETE’.
26.02.1992 Repair ‘DISCHARGE DOOR’.
26.02.1992 Repair ‘DOOR OPENING MECHANISM’.
26.02.1992 Repair ‘END BRAKE COCK’.
26.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘BRAKE CONTROL PIPE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BRAKE BLOCK RB95’.
16.09.1992 Repair ‘BRAKE PULL ROD’.
16.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1992 Repair ‘STEP’.
16.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1992 Repair ‘VEHICLE STENCILS’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘STEP’.
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BOGIE COMPLETE’.
22.03.1993 Repair ‘COUPLER COMPLETE’.
22.03.1993 Repair ‘DISCHARGE DOOR’.
22.03.1993 Repair ‘DOOR HINGES AND PINS’.
22.03.1993 Repair ‘DOOR LOCK MECHANISM’.
22.03.1993 Repair ‘DOOR OPENING MECHANISM’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘BRANCH PIPE’.
29.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
28.10.1993 Repair ‘COUPLER COMPLETE’.
28.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘STEP’.
17.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘COUPLER COMPLETE’.
04.07.1994 Repair ‘DOOR OPENING MECHANISM’.
30.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1994 Repair ‘BOGIE COMPLETE’.
30.08.1994 Repair ‘BRAKE BLOCK RB95’.
30.08.1994 Repair ‘STEP’.
30.08.1994 Repair ‘TRAIN PIPE (END)’.
07.11.1995 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HA 25

Details: wagon ‘HA 25 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes
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Fleet Grp Code: AF NC
Return to Service Date: 10.04.1995
Due Triple Valve: 03.06.1993
Last Brake Cylinder: 03.06.1992
Last Single Car Test: 10.04.1995
Last Lift: 02.09.1981

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘STEP’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BEARERS’.
26.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘DISCHARGE DOOR’.
11.05.1990 Repair ‘DISCHARGE DOOR’.
11.05.1990 Repair ‘DOOR HINGES AND PINS’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘COUPLER COMPLETE’.
31.05.1990 Repair ‘DISCHARGE DOOR’.
31.05.1990 Repair ‘DOOR OPENING MECHANISM’.
31.05.1990 Repair ‘LASHING POINT’.
31.05.1990 Repair ‘LASHING POINT’.
31.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1990 Repair ‘DISCHARGE DOOR’.
26.09.1990 Repair ‘DOOR HINGES AND PINS’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Repair ‘BRAKE LEVER’.
08.10.1990 Repair ‘DISCHARGE DOOR’.
08.10.1990 Repair ‘HANDBRAKE HANDLE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘DISCHARGE DOOR’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
16.11.1990 Repair ‘DOOR HINGES AND PINS’.
16.11.1990 Repair ‘DOOR OPENING MECHANISM’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘DISCHARGE DOOR’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘DISCHARGE DOOR’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

6445



2. TIMS GROUP INFORMATION - WAGONS

22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘DISCHARGE DOOR’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘DISCHARGE DOOR’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘AXLEBOX’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1992 Repair ‘VEHICLE STENCILS’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BEARINGS’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘CARD OR CLIP HOLDER’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘DISCHARGE DOOR’.
28.09.1992 Repair ‘DOOR OPENING MECHANISM’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR LOCK MECHANISM’.
08.12.1992 Repair ‘DOOR OPENING MECHANISM’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘BOGIE COMPLETE’.
18.12.1992 Repair ‘BRAKE BLOCK RB95’.
18.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1992 Repair ‘COUPLER COMPLETE’.
18.12.1992 Repair ‘TRAIN PIPE (END)’.
18.12.1992 Repair ‘WHEEL SET’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘AXLEBOX’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE PULL ROD’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘STEP’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘COUPLER COMPLETE’.
01.06.1993 Repair ‘DISCHARGE DOOR’.
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01.06.1993 Repair ‘DOOR OPENING MECHANISM’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘DISCHARGE DOOR’.
30.07.1993 Repair ‘DOOR SEAL’.
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘BRAKE PULL ROD’.
14.03.1994 Repair ‘COUPLER COMPLETE’.
14.03.1994 Repair ‘VEHICLE STENCILS’.
14.03.1994 Repair ‘WHEEL SET’.
27.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1994 Repair ‘BOGIE COMPLETE’.
27.05.1994 Repair ‘BRAKE CONTROL PIPE’.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘DOOR OPENING MECHANISM’.
10.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HA 26

Details: wagon ‘HA 26 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 31.10.1995
Due Triple Valve: 10.12.1994
Last Brake Cylinder: 19.09.1994
Last Single Car Test: 05.12.1994
Last Lift: 02.12.1981
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13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

21.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘DOOR COVERING’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘END BRAKE COCK’.
09.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘DISCHARGE DOOR’.
23.10.1990 Repair ‘DOOR HINGES AND PINS’.
23.10.1990 Repair ‘DOOR OPENING MECHANISM’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘DISCHARGE DOOR’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘DISCHARGE DOOR’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘COUPLER COMPLETE’.
03.07.1991 Repair ‘DISCHARGE DOOR’.
03.07.1991 Repair ‘DOOR SEAL’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.09.1991 Repair ‘DISCHARGE DOOR’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘END BRAKE COCK’.
14.02.1992 Repair ‘END HOSE’.
14.02.1992 Repair ‘TRAIN PIPE (END)’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘DISCHARGE DOOR’.
22.09.1992 Repair ‘DOOR OPENING MECHANISM’.
22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
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07.10.1992 Repair ‘COUPLER COMPLETE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE LEVER’.
18.11.1992 Repair ‘COUPLER COMPLETE’.
18.11.1992 Repair ‘DISCHARGE DOOR’.
18.11.1992 Repair ‘DOOR OPENING MECHANISM’.
18.11.1992 Repair ‘ROOF COMPLETE’.
18.11.1992 Repair ‘WHEEL SET’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘DISCHARGE DOOR’.
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘DISCHARGE DOOR’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
07.12.1993 Repair ‘COUPLER COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘DOOR HINGES AND PINS’.
07.12.1993 Repair ‘DOOR OPENING MECHANISM’.
07.12.1993 Repair ‘STEP’.
15.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1994 Repair ‘BOGIE COMPLETE’.
15.09.1994 Repair ‘BRAKE BLOCK RB95’.
15.09.1994 Repair ‘COUPLER COMPLETE’.
15.09.1994 Repair ‘END BRAKE COCK’.
15.09.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1994 Repair ‘BOGIE COMPLETE’.
29.11.1994 Repair ‘COUPLER COMPLETE’.
29.11.1994 Repair ‘WHEEL SET’.
31.10.1995 Repair ‘END BRAKE COCK’.

HA 27

Details: wagon ‘HA 27 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 21.11.1994
Last Single Car Test: 23.11.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘DISCHARGE DOOR’.
25.07.1989 Repair ‘DOOR HINGES AND PINS’.
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘AXLEBOX’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE COMPLETE’.
04.12.1989 Repair ‘BRAKE LEVER’.
04.12.1989 Repair ‘BRANCH PIPE’.
04.12.1989 Repair ‘COUPLER COMPLETE’.
04.12.1989 Repair ‘DISCHARGE DOOR’.
04.12.1989 Repair ‘LASHING POINT’.
04.12.1989 Repair ‘TRAIN PIPE (END)’.
04.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘DISCHARGE DOOR’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘DISCHARGE DOOR’.
15.05.1990 Repair ‘DISCHARGE DOOR’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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06.08.1990 Repair ‘COUPLER COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘DISCHARGE DOOR’.
06.08.1990 Repair ‘END BRAKE COCK’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Repair ‘DOOR HINGES AND PINS’.
13.08.1990 Repair ‘DOOR SEAL’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE COMPLETE’.
17.09.1990 Repair ‘COUPLER COMPLETE’.
17.09.1990 Repair ‘DISCHARGE DOOR’.
17.09.1990 Repair ‘DOOR OPENING MECHANISM’.
17.09.1990 Repair ‘ROOF COMPLETE’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘DISCHARGE DOOR’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘BRAKE LEVER’.
09.10.1990 Repair ‘DISCHARGE DOOR’.
09.10.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘DISCHARGE DOOR’.
16.08.1991 Repair ‘DISCHARGE DOOR’.
16.08.1991 Repair ‘DOOR HINGES AND PINS’.
16.08.1991 Repair ‘DOOR OPENING MECHANISM’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK OTHER’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘DISCHARGE DOOR’.
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘DISCHARGE DOOR’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘DISCHARGE DOOR’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘BRAKE BLOCK RB95’.
05.08.1992 Repair ‘COUPLER COMPLETE’.
05.08.1992 Repair ‘DISCHARGE DOOR’.
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05.08.1992 Repair ‘DOOR HINGES AND PINS’.
05.08.1992 Repair ‘DOOR OPENING MECHANISM’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘COUPLER COMPLETE’.
14.09.1992 Repair ‘DISCHARGE DOOR’.
14.09.1992 Repair ‘DOOR LOCK MECHANISM’.
14.09.1992 Repair ‘DOOR OPENING MECHANISM’.
14.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘AXLEBOX’.
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘COUPLER COMPLETE’.
05.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
05.02.1993 Repair ‘WHEEL SET’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DISCHARGE DOOR’.
25.03.1993 Repair ‘DOOR HINGES AND PINS’.
25.03.1993 Repair ‘DOOR OPENING MECHANISM’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE COMPLETE’.
21.10.1993 Repair ‘COUPLER COMPLETE’.
21.10.1993 Repair ‘DISCHARGE DOOR’.
21.10.1993 Repair ‘DOOR OPENING MECHANISM’.
21.10.1993 Repair ‘END BRAKE COCK’.
21.10.1993 Repair ‘END BRAKE COCK’.
21.10.1993 Repair ‘END HOSE’.
21.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1994 Repair ‘BOGIE COMPLETE’.
21.11.1994 Repair ‘BRAKE FULCRUM BRACKET’.
21.11.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1994 Repair ‘BRAKE SPRING’.
21.11.1994 Repair ‘COUPLER COMPLETE’.

HA 28

Details: wagon ‘HA 28 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.1tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Last Brake Cylinder: 14.09.1989
Last Single Car Test: 05.06.1991

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

14.08.1989 Repair ‘CARD OR CLIP HOLDER’.
14.08.1989 Repair ‘STEP’.
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRANCH PIPE’.
14.09.1989 Repair ‘COUPLER COMPLETE’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘VEHICLE STENCILS’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘DISCHARGE DOOR’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE CONTROL PIPE’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘LASHING POINT’.
10.07.1990 Repair ‘LASHING POINT’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.10.1990 Repair ‘BRAKE PULL ROD’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Repair ‘COUPLER KNUCKLE’.

6453



2. TIMS GROUP INFORMATION - WAGONS

31.10.1990 Repair ‘END BRAKE COCK’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRAKE BLOCK RB95’.
22.11.1990 Repair ‘BRAKE PIN’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘CARD OR CLIP HOLDER’.
02.01.1991 Repair ‘DOOR SEAL’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE CONTROL PIPE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘LASHING POINT’.
27.03.1991 Repair ‘LASHING POINT’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE CONTROL PIPE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DISCHARGE DOOR’.
05.06.1991 Repair ‘ROOF SHEET’.
05.06.1991 Repair ‘VEHICLE STENCILS’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘DOOR COVERING’.

HA 29

Details: wagon ‘HA 29 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
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BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 16.06.1994
Due Triple Valve: 06.04.1994
Last Triple Valve: 03.03.1994
Last Brake Cylinder: 23.03.1993
Last Single Car Test: 17.06.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘DOOR HINGES AND PINS’.
28.07.1989 Repair ‘DOOR OPENING MECHANISM’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.04.1990 Repair ‘BRAKE PIN’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Repair ‘LASHING POINT’.
23.04.1990 Repair ‘LASHING POINT’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.09.1990 Repair ‘SIDE BEARER’.
19.09.1990 Repair ‘STEP’.
19.09.1990 Repair ‘TOP CENTRE PLATE’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR HINGES AND PINS’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘DISCHARGE DOOR’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘DISCHARGE DOOR’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘DISCHARGE DOOR’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘DISCHARGE DOOR’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE COMPLETE’.
02.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘ROOF SHEET’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘BRAKE BLOCK RB95’.
17.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.02.1993 Repair ‘VEHICLE STENCILS’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘BRAKE BLOCK RB95’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘ROOF COMPLETE’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1993 Repair ‘BRAKE PIN’.
10.11.1993 Repair ‘END HOSE’.
10.11.1993 Repair ‘STEP’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BRAKE PULL ROD’.
03.03.1994 Repair ‘BRANCH PIPE’.
03.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘BRAKE PIN’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE COMPLETE’.
22.04.1994 Repair ‘BRAKE PULL ROD’.
22.04.1994 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘END BRAKE COCK’.
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16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE PIN’.
16.06.1994 Repair ‘COUPLER COMPLETE’.

HA 30

Details: wagon ‘HA 30 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 31.03.1994
Last Single Car Test: 09.04.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

21.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘DISCHARGE DOOR’.
28.06.1990 Repair ‘DOOR HINGES AND PINS’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘DOOR HINGES AND PINS’.
13.08.1990 Repair ‘DOOR SEAL’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

6457



2. TIMS GROUP INFORMATION - WAGONS

07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘COUPLER COMPLETE’.
07.09.1990 Repair ‘DOOR COMPLETE’.
07.09.1990 Repair ‘DOOR OPENING MECHANISM’.
07.09.1990 Repair ‘EMPTY LOAD VALVE’.
07.09.1990 Repair ‘LASHING POINT’.
07.09.1990 Repair ‘LASHING POINT’.
07.09.1990 Repair ‘STEP’.
07.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1990 Repair ‘VEHICLE STENCILS’.
16.11.1990 Repair ‘DISCHARGE DOOR’.
16.11.1990 Repair ‘DOOR HINGES AND PINS’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘DOOR COVERING’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘DISCHARGE DOOR’.
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB95’.
15.07.1992 Repair ‘DISCHARGE DOOR’.
15.07.1992 Repair ‘STEP’.
15.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘COUPLER COMPLETE’.
14.09.1992 Repair ‘DISCHARGE DOOR’.
14.09.1992 Repair ‘DOOR HINGES AND PINS’.
14.09.1992 Repair ‘DOOR LOCK MECHANISM’.
14.09.1992 Repair ‘DOOR OPENING MECHANISM’.
14.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.03.1993 Repair ‘ROOF COMPLETE’.
04.03.1993 Repair ‘TRAIN PIPE (END)’.
04.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1993 Repair ‘VEHICLE STENCILS’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
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16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘END BRAKE COCK’.
16.04.1993 Repair ‘END BRAKE COCK’.
16.04.1993 Repair ‘TRAIN PIPE (END)’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘DISCHARGE DOOR’.
22.06.1993 Repair ‘DOOR HINGES AND PINS’.
22.06.1993 Repair ‘DOOR OPENING MECHANISM’.
22.06.1993 Repair ‘ROOF COMPLETE’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE COMPLETE’.
31.03.1994 Repair ‘BRAKE BLOCK RB95’.
31.03.1994 Repair ‘COUPLER COMPLETE’.
31.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
31.03.1994 Repair ‘STEP’.

HA 31

Details: wagon ‘HA 31 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 07.04.1995
Last Single Car Test: 13.04.1995

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’
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10.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘DOOR COVERING’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘DOOR COVERING’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.01.1990 Repair ‘END BRAKE COCK’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘AXLEBOX’.
24.01.1990 Repair ‘AXLEBOX’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘BOGIE COMPLETE’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.01.1990 Repair ‘LASHING POINT’.
24.01.1990 Repair ‘LASHING POINT’.
24.01.1990 Repair ‘ROOF COMPLETE’.
24.01.1990 Repair ‘ROOF SHEET’.
24.01.1990 Repair ‘ROOF SHEET’.
24.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Repair ‘COUPLER COMPLETE’.
31.08.1990 Repair ‘LASHING POINT’.
31.08.1990 Repair ‘LASHING POINT’.
31.08.1990 Repair ‘SIDE BEARER’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘ROOF COMPLETE’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘COUPLER COMPLETE’.
28.09.1990 Repair ‘DISCHARGE DOOR’.
28.09.1990 Repair ‘ROOF COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘DOOR HINGES AND PINS’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
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26.03.1991 Repair ‘DISCHARGE DOOR’.
26.03.1991 Repair ‘DOOR SEAL’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK OTHER’.
01.05.1991 Repair ‘BRAKE LEVER’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘DISCHARGE DOOR’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘DISCHARGE DOOR’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘DISCHARGE DOOR’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1994 Repair ‘BOGIE COMPLETE’.
19.07.1994 Repair ‘COUPLER COMPLETE’.
07.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HA 32

Details: wagon ‘HA 32 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ
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Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 30.09.1994
Last Brake Cylinder: 15.04.1993
Last Single Car Test: 04.10.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

18.12.1989 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘LASHING POINT’.
30.03.1990 Repair ‘LASHING POINT’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘DOOR COVERING’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.12.1990 Repair ‘END HOSE’.
04.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BRAKE BLOCK RB95’.
07.08.1991 Repair ‘COUPLER COMPLETE’.
07.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
28.10.1991 Repair ‘DISCHARGE DOOR’.
28.10.1991 Repair ‘DOOR OPENING MECHANISM’.
28.10.1991 Repair ‘END BRAKE COCK’.
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28.10.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘COUPLER COMPLETE’.
26.06.1992 Repair ‘ROOF COMPLETE’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.09.1992 Repair ‘BRAKE PULL ROD’.
07.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.09.1992 Repair ‘DOOR SLIDE RAIL’.
07.09.1992 Repair ‘SIDE STEP’.
07.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1992 Repair ‘VEHICLE STENCILS’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘BRAKE BLOCK RB95’.
15.04.1993 Repair ‘BRAKE CONTROL PIPE’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘DISCHARGE DOOR’.
30.09.1993 Repair ‘DOOR HINGES AND PINS’.
30.09.1993 Repair ‘DOOR OPENING MECHANISM’.
30.09.1993 Repair ‘STEP’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE COMPLETE’.
25.11.1993 Repair ‘COUPLER COMPLETE’.
25.11.1993 Repair ‘DISCHARGE DOOR’.
25.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1994 Repair ‘BOGIE COMPLETE’.
18.02.1994 Repair ‘COUPLER COMPLETE’.
18.02.1994 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘STEP’.
18.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘COUPLER COMPLETE’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BOGIE COMPLETE’.
31.08.1994 Repair ‘BRAKE BLOCK RB95’.
31.08.1994 Repair ‘COUPLER COMPLETE’.
30.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1994 Repair ‘BOGIE COMPLETE’.
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30.09.1994 Repair ‘BRAKE BLOCK RB95’.
30.09.1994 Repair ‘COUPLER COMPLETE’.
30.09.1994 Repair ‘DISCHARGE DOOR’.
30.09.1994 Repair ‘DOOR OPENING MECHANISM’.

HA 33

Details: wagon ‘HA 33 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.9m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W133
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA
BSG Code: FTHZ

Capacity of 17.4 tonnes

Fleet Grp Code: AF NC
Return to Service Date: 02.05.1994
Due Triple Valve: 05.06.1990
Last Triple Valve: 20.09.1990
Last Single Car Test: 03.05.1994

13.04.1989 Alteration ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1 HH CLASS
WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight: ‘22.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BRAKE PULL ROD’.
31.10.1989 Repair ‘DISCHARGE DOOR’.
31.10.1989 Repair ‘DOOR HINGES AND PINS’.
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘DOOR HINGES AND PINS’.
20.11.1989 Repair ‘DOOR OPENING MECHANISM’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘DOOR COVERING’.
23.03.1990 Repair ‘DOOR OPENING MECHANISM’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1990 Repair ‘DISCHARGE DOOR’.
28.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘LASHING POINT’.
28.03.1990 Repair ‘LASHING POINT’.
28.03.1990 Repair ‘STEP’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘COUPLER COMPLETE’.
30.05.1990 Repair ‘DISCHARGE DOOR’.
30.05.1990 Repair ‘DOOR OPENING MECHANISM’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘COUPLER COMPLETE’.
27.07.1990 Repair ‘DISCHARGE DOOR’.
27.07.1990 Repair ‘DOOR HINGES AND PINS’.
27.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.09.1990 Repair ‘DOOR SEAL’.
19.09.1990 Repair ‘END BRAKE COCK’.
19.09.1990 Repair ‘SIDE BEARER’.
19.09.1990 Repair ‘STEP’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘COUPLER COMPLETE’.
24.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRANCH PIPE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
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27.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘TRAIN PIPE (END)’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘DISCHARGE DOOR’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘CARD OR CLIP HOLDER’.
19.07.1991 Repair ‘COUPLER COMPLETE’.
19.07.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COUPLER COMPLETE’.
11.09.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘DOOR OPENING MECHANISM’.
11.09.1991 Repair ‘VEHICLE STENCILS’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘DISCHARGE DOOR’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘DISCHARGE DOOR’.
04.03.1992 Repair ‘DOOR OPENING MECHANISM’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘BRANCH PIPE’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘DISCHARGE DOOR’.
31.03.1992 Repair ‘DOOR OPENING MECHANISM’.
31.03.1992 Repair ‘ROOF SHEET’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BOGIE COMPLETE’.
16.06.1992 Repair ‘BRAKE PIN’.
16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘COUPLER COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘DISCHARGE DOOR’.
16.06.1992 Repair ‘DOOR OPENING MECHANISM’.
16.06.1992 Repair ‘END BRAKE COCK’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘COUPLER COMPLETE’.
10.09.1992 Repair ‘DISCHARGE DOOR’.
10.09.1992 Repair ‘DOOR LOCK MECHANISM’.
10.09.1992 Repair ‘DOOR OPENING MECHANISM’.

6466



2.310. Wagon classification starting with ‘HA’

08.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE PIN’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘BRAKE PULL ROD’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘END BRAKE COCK’.
05.03.1993 Repair ‘ROOF COMPLETE’.
05.03.1993 Repair ‘STEP’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.09.1993 Repair ‘DISCHARGE DOOR’.
16.09.1993 Repair ‘DOOR OPENING MECHANISM’.
16.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘COUPLER COMPLETE’.
03.11.1993 Repair ‘DISCHARGE DOOR’.
03.11.1993 Repair ‘DISCHARGE DOOR’.
03.11.1993 Repair ‘DOOR COVERING’.
03.11.1993 Repair ‘DOOR COVERING’.
03.11.1993 Repair ‘DOOR HINGES AND PINS’.
03.11.1993 Repair ‘DOOR HINGES AND PINS’.
03.11.1993 Repair ‘DOOR LOCK MECHANISM’.
03.11.1993 Repair ‘DOOR LOCK MECHANISM’.
03.11.1993 Repair ‘DOOR OPENING MECHANISM’.
03.11.1993 Repair ‘DOOR OPENING MECHANISM’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘END BRAKE COCK’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1994 Repair ‘BOGIE COMPLETE’.
22.03.1994 Repair ‘BRAKE BLOCK RB95’.
22.03.1994 Repair ‘BRAKE PULL ROD’.
22.03.1994 Repair ‘COUPLER COMPLETE’.
22.03.1994 Repair ‘DOOR OPENING MECHANISM’.
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22.03.1994 Repair ‘END BRAKE COCK’.
22.03.1994 Repair ‘STEP’.
22.03.1994 Repair ‘WHEEL SET’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘TRAIN PIPE (END)’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘ROOF COMPLETE’.
02.05.1994 Repair ‘ROOF COMPLETE’.

2.311 Wagon classification starting with ‘HAN’

HAN 1

Details: wagon ‘HAN 1 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 25.08.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 01.06.1995
Last Triple Valve: 29.05.1992
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 01.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.
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07.02.1991 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BODY COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE CONTROL PIPE’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘BRANCH PIPE’.
29.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘DISCHARGE DOOR’.
29.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.05.1992 Repair ‘END BRAKE COCK’.
29.05.1992 Repair ‘END COMPLETE’.
29.05.1992 Repair ‘NYLON HOSE’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘TRAIN PIPE’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘YOKE COMPLETE’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘END SILL’.
22.12.1992 Repair ‘LADDER’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1992 Repair ‘PARTITION’.
22.12.1992 Repair ‘STEP’.
16.08.1994 Repair ‘BOGIE BRAKE SHOE’.
16.08.1994 Repair ‘BOGIE COMPLETE’.
16.08.1994 Repair ‘BRAKE LEVER’.
16.08.1994 Repair ‘DISCHARGE DOOR’.
16.08.1994 Repair ‘DISCHARGE DOOR’.
16.08.1994 Repair ‘DOOR COMPLETE’.
16.08.1994 Repair ‘DOOR OPENING MECHANISM’.
16.08.1994 Repair ‘DOOR OPENING MECHANISM’.
16.08.1994 Repair ‘DOOR SEAL’.
16.08.1994 Repair ‘DOOR SEAL’.
16.08.1994 Repair ‘TRAIN PIPE (END)’.
16.08.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.08.1994 Repair ‘WHEEL SET’.
17.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1994 Repair ‘BOGIE COMPLETE’.
17.11.1994 Repair ‘DISCHARGE DOOR’.
17.11.1994 Repair ‘DOOR COMPLETE’.
17.11.1994 Repair ‘DOOR OPENING MECHANISM’.
17.11.1994 Repair ‘DOOR SEAL’.
17.11.1994 Repair ‘HANDRAILS’.
17.11.1994 Repair ‘HANDRAILS END’.
17.11.1994 Repair ‘WHEEL SET’.
01.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.06.1995 Repair ‘BOGIE COMPLETE’.
01.06.1995 Repair ‘BRANCH PIPE’.
01.06.1995 Repair ‘DOOR COMPLETE’.
01.06.1995 Repair ‘DOOR HINGES AND PINS’.
01.06.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 2

Details: wagon ‘HAN 2 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 01.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 24.01.1996
Due Triple Valve: 17.10.1991
Last Single Car Test: 28.06.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘STEP’.
23.01.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘YOKE CARRIER’.
18.11.1991 Repair ‘YOKE COMPLETE’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘DOOR COMPLETE’.
09.05.1994 Repair ‘DOOR HOPPER LOADING’.
09.05.1994 Repair ‘TOP CENTRE PLATE’.
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28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR HINGES AND PINS’.

HAN 3

Details: wagon ‘HAN 3 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 01.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 30.09.1996
Last Triple Valve: 13.09.1991
Last Single Car Test: 28.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.09.1991 Repair ‘DOOR HOPPER LOADING’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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17.10.1992 Repair ‘BRAKE CONTROL PIPE’.
17.10.1992 Repair ‘COUPLER COMPLETE’.
17.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1992 Repair ‘DOOR HOPPER LOADING’.
17.10.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.01.1993 Repair ‘DISCHARGE DOOR’.
08.01.1993 Repair ‘DOOR FRAME’.
08.01.1993 Repair ‘DOOR HOPPER LOADING’.
08.01.1993 Repair ‘DOOR OPENING MECHANISM’.
08.01.1993 Repair ‘DOOR SEAL’.
08.01.1993 Repair ‘HANDRAILS’.
08.01.1993 Repair ‘HANDRAILS END’.
08.01.1993 Repair ‘LADDER’.
08.01.1993 Repair ‘SHUNT PAD’.
08.01.1993 Repair ‘SIDE BEARER’.
08.01.1993 Repair ‘STEP’.
08.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.01.1993 Repair ‘DISCHARGE DOOR’.
26.01.1993 Repair ‘DOOR COMPLETE’.
26.01.1993 Repair ‘DOOR FRAME’.
26.01.1993 Repair ‘DOOR OPENING MECHANISM’.
26.01.1993 Repair ‘DOOR SEAL’.
26.01.1993 Repair ‘HANDRAILS’.
26.01.1993 Repair ‘HANDRAILS END’.
26.01.1993 Repair ‘LADDER’.
26.01.1993 Repair ‘SHUNT PAD’.
26.01.1993 Repair ‘SIDE BEARER’.
26.01.1993 Repair ‘STEP’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘WHEEL SET’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘COUPLER COMPLETE’.
15.10.1993 Repair ‘DOOR COMPLETE’.
15.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1993 Repair ‘WHEEL SET’.
15.10.1993 Repair ‘YOKE COMPLETE’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE COMPLETE’.
12.02.1994 Repair ‘DOOR COMPLETE’.
12.02.1994 Repair ‘DRAFT GEAR POCKET’.
12.02.1994 Repair ‘YOKE CARRIER’.
02.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1995 Repair ‘BOGIE COMPLETE’.
02.03.1995 Repair ‘DOOR COMPLETE’.
02.03.1995 Repair ‘WEAR PLATES & SADDLES’.

6472



2.311. Wagon classification starting with ‘HAN’

02.03.1995 Repair ‘WHEEL SET’.
28.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1995 Repair ‘BOGIE BEARERS’.
28.09.1995 Repair ‘BOGIE COMPLETE’.
28.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1995 Repair ‘DOOR COMPLETE’.
28.09.1995 Repair ‘DOOR FRAME’.
28.09.1995 Repair ‘END HOSE’.
28.09.1995 Repair ‘TRAIN PIPE (END)’.
28.09.1995 Repair ‘WHEEL SET’.

HAN 4

Details: wagon ‘HAN 4 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.08.1996
Last Single Car Test: 21.04.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘TOP CENTRE PLATE’.
15.02.1991 Repair ‘WHEEL SET’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘DOOR COMPLETE’.
16.04.1993 Repair ‘DRAFT GEAR POCKET’.
16.04.1993 Repair ‘SIDE BEARER’.
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16.04.1993 Repair ‘TOP CENTRE PLATE’.
16.04.1993 Repair ‘WHEEL SET’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘DOOR COMPLETE’.
21.04.1995 Repair ‘DOOR HINGES AND PINS’.
21.04.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1995 Repair ‘WEAR PLATES & SADDLES’.

HAN 5

Details: wagon ‘HAN 5 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 08.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 29.02.1996
Last Single Car Test: 28.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘BOGIE COMPLETE’.
30.10.1991 Repair ‘FLOOR SUPPORT’.
30.10.1991 Repair ‘TOP CENTRE PLATE’.
30.10.1991 Repair ‘WHEEL SET’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1993 Repair ‘BRAKE BLOCK RB95’.
31.03.1993 Repair ‘BRAKE PULL ROD’.
31.03.1993 Repair ‘COUPLER KNUCKLE’.
31.03.1993 Repair ‘DISCHARGE DOOR’.
31.03.1993 Repair ‘DOOR COMPLETE’.
31.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.03.1993 Repair ‘WHEEL SET’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘COUPLER COMPLETE’.
31.08.1993 Repair ‘DOOR COMPLETE’.
31.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1993 Repair ‘WHEEL SET’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘DISCHARGE DOOR’.
10.02.1994 Repair ‘DOOR HOPPER LOADING’.
10.02.1994 Repair ‘END BRAKE COCK’.
10.02.1994 Repair ‘TRAIN PIPE (END)’.
10.02.1994 Repair ‘WHEEL SET’.
25.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1994 Repair ‘BRAKE PULL ROD’.
25.08.1994 Repair ‘DISCHARGE DOOR’.
25.08.1994 Repair ‘DOOR HOPPER LOADING’.
25.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1994 Repair ‘WHEEL SET’.
02.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1995 Repair ‘BOGIE COMPLETE’.
02.03.1995 Repair ‘DOOR COMPLETE’.
02.03.1995 Repair ‘WEAR PLATES & SADDLES’.
02.03.1995 Repair ‘WHEEL SET’.
15.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1995 Repair ‘BOGIE COMPLETE’.
15.03.1995 Repair ‘DOOR COMPLETE’.
15.03.1995 Repair ‘TRAIN PIPE’.
15.03.1995 Repair ‘WHEEL SET’.
28.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1995 Repair ‘BOGIE COMPLETE’.
28.10.1995 Repair ‘DOOR COMPLETE’.
28.10.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 6

Details: wagon ‘HAN 6 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 15.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.04.1996
Last Single Car Test: 25.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BODY COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BRAKE BLOCK OTHER’.
06.12.1990 Repair ‘BRAKE BLOCK OTHER’.
06.12.1990 Repair ‘COUPLER COMPLETE’.
06.12.1990 Repair ‘DISCHARGE DOOR’.
06.12.1990 Repair ‘DOOR COMPLETE’.
06.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1990 Repair ‘SIDE BEARER’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Repair ‘YOKE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘WHEEL SET’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘DOOR COMPLETE’.
06.08.1993 Repair ‘DOOR HOPPER LOADING’.
06.08.1993 Repair ‘DOOR OPENING MECHANISM’.
06.08.1993 Repair ‘DRAFT GEAR POCKET’.
06.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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06.08.1993 Repair ‘HOSE FITTINGS’.
06.08.1993 Repair ‘SIDE BEARER’.
06.08.1993 Repair ‘TOP CENTRE PLATE’.
06.08.1993 Repair ‘WHEEL SET’.
06.08.1993 Repair ‘YOKE COMPLETE’.
11.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.08.1994 Repair ‘DOOR HINGES AND PINS’.
11.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1995 Repair ‘BOGIE BEARERS’.
25.08.1995 Repair ‘BOGIE COMPLETE’.
25.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.08.1995 Repair ‘DOOR COMPLETE’.
25.08.1995 Repair ‘HANDRAILS’.
25.08.1995 Repair ‘LADDER’.
25.08.1995 Repair ‘SIDE BEARER’.

HAN 7

Details: wagon ‘HAN 7 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 22.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 11.03.1996
Due Triple Valve: 21.11.1995
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘SIDE BEARER’.
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18.02.1991 Repair ‘TOP CENTRE PLATE’.
18.02.1991 Repair ‘WHEEL SET’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DOOR HINGES AND PINS’.
08.10.1992 Repair ‘SIDE BEARER’.
08.10.1992 Repair ‘TOP CENTRE PLATE’.
08.10.1992 Repair ‘WHEEL SET’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE COMPLETE’.
04.01.1993 Repair ‘BRAKE PULL ROD’.
04.01.1993 Repair ‘END SILL’.
04.01.1993 Repair ‘LADDER’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Repair ‘PARTITION’.
04.01.1993 Repair ‘STEP’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DRAFT GEAR POCKET’.
12.04.1994 Repair ‘END SILL’.
12.04.1994 Repair ‘WEAR PLATES & SADDLES’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘DISCHARGE DOOR’.
22.08.1994 Repair ‘DOOR HOPPER LOADING’.
22.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1994 Repair ‘BOGIE COMPLETE’.
21.11.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.11.1994 Repair ‘DISCHARGE DOOR’.
21.11.1994 Repair ‘DOOR COMPLETE’.
21.11.1994 Repair ‘HANDRAILS END’.
21.11.1994 Repair ‘WHEEL SET’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘BOGIE COMPLETE’.
06.01.1995 Repair ‘DOOR COMPLETE’.
06.01.1995 Repair ‘DOOR OPENING MECHANISM’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.
28.06.1995 Repair ‘DOOR HINGES AND PINS’.

HAN 8

Details: wagon ‘HAN 8 J’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 29.09.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 17.11.1995
Last Triple Valve: 10.08.1995
Last Single Car Test: 10.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘BRANCH PIPE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘DISCHARGE DOOR’.
20.08.1993 Repair ‘DOOR COMPLETE’.
20.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1993 Repair ‘HANDRAILS END’.
20.08.1993 Repair ‘SIDE BEARER’.
20.08.1993 Repair ‘TOP CENTRE PLATE’.
20.08.1993 Repair ‘WEAR PLATES & SADDLES’.
20.08.1993 Repair ‘WHEEL SET’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘DOOR COMPLETE’.
21.04.1994 Repair ‘DOOR HINGES AND PINS’.
21.04.1994 Repair ‘WHEEL SET’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1994 Repair ‘BOGIE SPRING’.
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11.10.1994 Repair ‘SIDE BEARER’.
10.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1995 Repair ‘BOGIE ADAPTER’.
10.08.1995 Repair ‘BOGIE COMPLETE’.
10.08.1995 Repair ‘BRANCH PIPE’.
10.08.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.08.1995 Repair ‘COUPLER COMPLETE’.
10.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1995 Repair ‘DISCHARGE DOOR’.
10.08.1995 Repair ‘DOOR COMPLETE’.
10.08.1995 Repair ‘DOOR HOPPER LOADING’.
10.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.08.1995 Repair ‘WHEEL SET’.
10.08.1995 Repair ‘YOKE COMPLETE’.

HAN 9

Details: wagon ‘HAN 9 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 06.10.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 31.05.1995
Due Triple Valve: 17.10.1991
Last Triple Valve: 19.03.1991
Last Single Car Test: 31.05.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.02.1991 Repair ‘DISCHARGE DOOR’.
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05.02.1991 Repair ‘HANDRAILS’.
05.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.03.1991 Repair ‘COUPLER COMPLETE’.
19.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
19.03.1991 Repair ‘END HOSE’.
28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1992 Repair ‘BOGIE BEARERS’.
28.11.1992 Repair ‘BOGIE COMPLETE’.
28.11.1992 Repair ‘BRAKE BLOCK RB95’.
28.11.1992 Repair ‘COUPLER KNUCKLE’.
28.11.1992 Repair ‘SIDE BEARER’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘DOOR HINGES AND PINS’.
14.04.1994 Repair ‘DOOR LOCK MECHANISM’.
14.04.1994 Repair ‘WHEEL SET’.
11.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1994 Repair ‘DISCHARGE DOOR’.
11.08.1994 Repair ‘DOOR HINGES AND PINS’.
11.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1994 Repair ‘TOP CENTRE PLATE’.
31.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1995 Repair ‘BOGIE COMPLETE’.
31.05.1995 Repair ‘COUPLER COMPLETE’.
31.05.1995 Repair ‘DOOR COMPLETE’.
31.05.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 10

Details: wagon ‘HAN 10 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 14.10.1969
Operating System: AN
Intended Use: GRAIN BULK
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BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 15.05.1996
Last Triple Valve: 07.06.1991
Last Single Car Test: 29.05.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘STEP’.
09.02.1991 Repair ‘WHEEL SET’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.04.1991 Repair ‘HOSE FITTINGS’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BEARERS’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.05.1993 Repair ‘DOOR COMPLETE’.
26.05.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.05.1993 Repair ‘END BRAKE COCK’.
26.05.1993 Repair ‘STRIKING CASTING’.
26.05.1993 Repair ‘TOP CENTRE PLATE’.
26.05.1993 Repair ‘TRAIN PIPE (END)’.
26.05.1993 Repair ‘WHEEL SET’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘CARD OR CLIP HOLDER’.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR LOCK MECHANISM’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DOOR SEAL’.
12.04.1994 Repair ‘ROOF BOARDS’.
12.04.1994 Repair ‘STEP’.
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13.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1994 Repair ‘BOGIE COMPLETE’.
13.07.1994 Repair ‘DOOR COMPLETE’.
13.07.1994 Repair ‘DOOR HOPPER LOADING’.
13.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1995 Repair ‘BOGIE COMPLETE’.
29.05.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1995 Repair ‘DOOR COMPLETE’.
29.05.1995 Repair ‘DOOR HINGES AND PINS’.
29.05.1995 Repair ‘WHEEL SET’.

HAN 11

Details: wagon ‘HAN 11 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 20.10.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 13.09.1996
Due Triple Valve: 17.10.1991
Last Single Car Test: 14.09.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BODY COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
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03.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Repair ‘YOKE COMPLETE’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘BOGIE COMPLETE’.
06.01.1995 Repair ‘BRANCH PIPE’.
06.01.1995 Repair ‘COUPLER KNUCKLE’.
06.01.1995 Repair ‘DOOR COMPLETE’.
06.01.1995 Repair ‘DOOR HINGES AND PINS’.
06.01.1995 Repair ‘DOOR OPENING MECHANISM’.
06.01.1995 Repair ‘DOOR SEAL’.
06.01.1995 Repair ‘END FRAME MEMBER’.
06.01.1995 Repair ‘LADDER’.
06.01.1995 Repair ‘STEP’.
06.01.1995 Repair ‘WHEEL SET’.
14.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘BOGIE COMPLETE’.
14.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1995 Repair ‘DOOR COMPLETE’.
14.09.1995 Repair ‘DOOR HINGES AND PINS’.
14.09.1995 Repair ‘SIDE BEARER’.
14.09.1995 Repair ‘TOP CENTRE PLATE’.

HAN 12

Details: wagon ‘HAN 12 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 27.10.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.09.1996
Last Triple Valve: 22.09.1993
Last Brake Cylinder: 22.09.1993
Last Single Car Test: 04.11.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
11.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1991 Repair ‘STEP’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1991 Repair ‘SIDE BEARER’.
08.04.1991 Repair ‘TOP CENTRE PLATE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘WHEEL SET’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1993 Repair ‘BRANCH PIPE’.
22.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘DISCHARGE DOOR’.
22.09.1993 Repair ‘DOOR COMPLETE’.
22.09.1993 Repair ‘DOOR HINGES AND PINS’.
22.09.1993 Repair ‘DOOR HOPPER LOADING’.
22.09.1993 Repair ‘DOOR OPENING MECHANISM’.
22.09.1993 Repair ‘DOOR SEAL’.
22.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1993 Repair ‘END BRAKE COCK’.
22.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘SIDE BEARER’.
22.09.1993 Repair ‘STEP’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Repair ‘YOKE COMPLETE’.
16.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1995 Repair ‘BOGIE COMPLETE’.
16.02.1995 Repair ‘DISCHARGE DOOR’.
16.02.1995 Repair ‘DOOR COMPLETE’.
16.02.1995 Repair ‘DOOR OPENING MECHANISM’.
16.02.1995 Repair ‘DOOR SEAL’.
16.02.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.02.1995 Repair ‘END HOSE’.
16.02.1995 Repair ‘HANDRAILS’.
16.02.1995 Repair ‘LADDER’.
16.02.1995 Repair ‘ROOF BOARDS’.
16.02.1995 Repair ‘STEP’.
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16.02.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1995 Repair ‘WEAR PLATES & SADDLES’.
16.02.1995 Repair ‘WHEEL SET’.
16.02.1995 Repair ‘YOKE COMPLETE’.
04.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1995 Repair ‘BOGIE COMPLETE’.
04.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.11.1995 Repair ‘DOOR COMPLETE’.
04.11.1995 Repair ‘SIDE BEARER’.
04.11.1995 Repair ‘TOP CENTRE PLATE’.

HAN 13

Details: wagon ‘HAN 13 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 03.11.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 03.07.1995
Due Triple Valve: 17.10.1996
Last Single Car Test: 03.07.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘DISCHARGE DOOR’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1992 Repair ‘DOOR COMPLETE’.
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27.10.1992 Repair ‘DRAFT GEAR POCKET’.
27.10.1992 Repair ‘SIDE BEARER’.
27.10.1992 Repair ‘WHEEL SET’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘END BRAKE COCK’.
08.06.1994 Repair ‘HAND RELEASE (AIR)’.
08.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1994 Repair ‘DRAFT GEAR POCKET’.
03.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1995 Repair ‘BOGIE COMPLETE’.
03.07.1995 Repair ‘COUPLER COMPLETE’.
03.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1995 Repair ‘DISCHARGE DOOR’.
03.07.1995 Repair ‘DOOR COMPLETE’.
03.07.1995 Repair ‘DOOR HINGES AND PINS’.
03.07.1995 Repair ‘DOOR HOPPER LOADING’.
03.07.1995 Repair ‘DOOR OPENING MECHANISM’.
03.07.1995 Repair ‘DRAFT GEAR POCKET’.
03.07.1995 Repair ‘HANDRAILS END’.
03.07.1995 Repair ‘LADDER’.
03.07.1995 Repair ‘LASHING POINT’.
03.07.1995 Repair ‘STEP’.
03.07.1995 Repair ‘WHEEL SET’.

HAN 14

Details: wagon ‘HAN 14 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 10.11.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG
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Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.02.1996
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘SIDE BEARER’.
20.02.1991 Repair ‘TOP CENTRE PLATE’.
20.02.1991 Repair ‘WHEEL SET’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BOGIE WEAR PLATES’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1992 Repair ‘DOOR COVERING’.
15.09.1992 Repair ‘SIDE BEARER’.
15.09.1992 Repair ‘STEP’.
15.09.1992 Repair ‘TOP CENTRE PLATE’.
15.09.1992 Repair ‘WEAR PLATES & SADDLES’.
15.09.1992 Repair ‘WHEEL SET’.
15.09.1992 Repair ‘YOKE CARRIER’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘END HOSE’.
06.01.1994 Repair ‘WHEEL SET’.
14.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1994 Repair ‘BOGIE COMPLETE’.
14.12.1994 Repair ‘BRANCH PIPE’.
14.12.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.12.1994 Repair ‘DISCHARGE DOOR’.
14.12.1994 Repair ‘DOOR COMPLETE’.
14.12.1994 Repair ‘DOOR FRAME’.
14.12.1994 Repair ‘DOOR OPENING MECHANISM’.
14.12.1994 Repair ‘DOOR SEAL’.
14.12.1994 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.

HAN 15

Details: wagon ‘HAN 15 N’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 17.11.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 31.07.1996
Last Single Car Test: 06.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BRAKE PULL ROD’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DRAFT GEAR POCKET’.
08.10.1992 Repair ‘SIDE BEARER’.
08.10.1992 Repair ‘TOP CENTRE PLATE’.
08.10.1992 Repair ‘WEAR PLATES & SADDLES’.
08.10.1992 Repair ‘WHEEL SET’.
28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1992 Repair ‘BOGIE COMPLETE’.
28.11.1992 Repair ‘BRAKE BLOCK RB95’.
28.11.1992 Repair ‘DISCHARGE DOOR’.
28.11.1992 Repair ‘SIDE BEARER’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘COUPLER COMPLETE’.
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28.09.1993 Repair ‘DISCHARGE DOOR’.
28.09.1993 Repair ‘DOOR COMPLETE’.
28.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1993 Repair ‘END HOSE’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Repair ‘YOKE COMPLETE’.
06.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1995 Repair ‘BOGIE BOLSTER’.
06.10.1995 Repair ‘BOGIE COMPLETE’.
06.10.1995 Repair ‘BOGIE SIDEFRAME’.
06.10.1995 Repair ‘WHEEL SET’.

HAN 16

Details: wagon ‘HAN 16 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 25.11.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 21.05.1996
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘DISCHARGE DOOR’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
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19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘DISCHARGE DOOR’.
19.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1991 Repair ‘WHEEL SET’.
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘DISCHARGE DOOR’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘SIDE BEARER’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Repair ‘WHEEL SET’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR HOPPER LOADING’.
22.07.1993 Repair ‘DOOR OPENING MECHANISM’.
22.07.1993 Repair ‘DRAFT GEAR POCKET’.
22.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.07.1993 Repair ‘SHUNT PAD’.
22.07.1993 Repair ‘WEAR PLATES & SADDLES’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1993 Repair ‘WHEEL SET’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1994 Repair ‘DOOR COMPLETE’.
29.07.1994 Repair ‘DOOR HINGES AND PINS’.
29.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1994 Repair ‘STRIKING CASTING’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘BOGIE FRICTION WEDGE’.
28.06.1995 Repair ‘BOGIE SIDEFRAME’.
28.06.1995 Repair ‘BOGIE WEAR PLATES’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.
28.06.1995 Repair ‘DOOR HINGES AND PINS’.
28.06.1995 Repair ‘SIDE BEARER’.
28.06.1995 Repair ‘TOP CENTRE PLATE’.
28.06.1995 Repair ‘WHEEL SET’.

HAN 17

Details: wagon ‘HAN 17 X’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $14690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 01.12.1969
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 03.07.1996
Last Triple Valve: 10.02.1993
Last Single Car Test: 22.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1991 Repair ‘EMPTY LOAD VALVE’.
07.08.1991 Repair ‘TOP CENTRE PLATE’.
07.08.1991 Repair ‘TRAIN PIPE’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DISCHARGE DOOR’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BRAKE LEVER’.
01.04.1992 Repair ‘DISCHARGE DOOR’.
01.04.1992 Repair ‘DOOR COVERING’.
01.04.1992 Repair ‘STEP’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘DRAFT GEAR POCKET’.
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10.02.1993 Repair ‘WEAR PLATES & SADDLES’.
10.02.1993 Repair ‘YOKE COMPLETE’.
11.08.1994 Repair ‘BOGIE ADAPTER’.
11.08.1994 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘DOOR COMPLETE’.
11.08.1994 Repair ‘DOOR OPENING MECHANISM’.
11.08.1994 Repair ‘WEAR PLATES & SADDLES’.
11.08.1994 Repair ‘WHEEL SET’.
22.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1995 Repair ‘BOGIE COMPLETE’.
22.09.1995 Repair ‘DOOR COMPLETE’.
22.09.1995 Repair ‘DOOR FRAME’.
22.09.1995 Repair ‘DOOR HINGES AND PINS’.
22.09.1995 Repair ‘WEAR PLATES & SADDLES’.
22.09.1995 Repair ‘WHEEL SET’.
22.09.1995 Repair ‘YOKE SUPPORT PLATE LINER’.

HAN 18

Details: wagon ‘HAN 18 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 19.09.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.09.1996
Last Single Car Test: 05.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
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11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
11.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘SIDE BEARER’.
27.08.1991 Repair ‘TOP CENTRE PLATE’.
27.08.1991 Repair ‘TRAIN PIPE’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘DOOR HINGES AND PINS’.
14.11.1992 Repair ‘WHEEL SET’.
05.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1995 Repair ‘BOGIE COMPLETE’.
05.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.09.1995 Repair ‘DOOR COMPLETE’.
05.09.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 19

Details: wagon ‘HAN 19 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 07.10.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 08.08.1996
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘ROOF BOARDS’.
05.02.1991 Repair ‘WHEEL SET’.
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02.04.1991 Repair ‘DISCHARGE DOOR’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘LADDER’.
20.08.1991 Repair ‘TOP CENTRE PLATE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BODY COMPLETE’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘DOOR COVERING’.
22.07.1992 Repair ‘WHEEL SET’.
22.07.1992 Repair ‘YOKE COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1992 Repair ‘DRAFT GEAR POCKET’.
17.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘BRANCH PIPE’.
22.12.1992 Repair ‘DISCHARGE DOOR’.
22.12.1992 Repair ‘DOOR HOPPER LOADING’.
22.12.1992 Repair ‘DOOR OPENING MECHANISM’.
22.12.1992 Repair ‘DOOR SEAL’.
22.12.1992 Repair ‘END BRAKE COCK’.
22.12.1992 Repair ‘END FRAME MEMBER’.
22.12.1992 Repair ‘HANDRAILS’.
22.12.1992 Repair ‘LADDER’.
22.12.1992 Repair ‘SIDE BOARDS’.
22.12.1992 Repair ‘STEP’.
22.12.1992 Repair ‘TRAIN PIPE (END)’.
22.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE COMPLETE’.
04.01.1993 Repair ‘BRANCH PIPE’.
04.01.1993 Repair ‘END BRAKE COCK’.
04.01.1993 Repair ‘HANDRAILS’.
04.01.1993 Repair ‘LADDER’.
04.01.1993 Repair ‘STEP’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1994 Repair ‘COUPLER KNUCKLE PIN’.
04.07.1994 Repair ‘DOOR COMPLETE’.
04.07.1994 Repair ‘DOOR HINGES AND PINS’.
04.07.1994 Repair ‘DRAFT GEAR POCKET’.
04.07.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1994 Repair ‘SIDE BEARER’.
04.07.1994 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

6495



2. TIMS GROUP INFORMATION - WAGONS

09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘BOGIE SIDEFRAME’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘SIDE BEARER’.
09.08.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HAN 20

Details: wagon ‘HAN 20 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 07.10.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 09.09.1996
Last Single Car Test: 14.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1991 Repair ‘TOP CENTRE PLATE’.
12.02.1991 Repair ‘WHEEL SET’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE PULL ROD’.
30.08.1991 Repair ‘WEAR PLATES & SADDLES’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘DOOR COMPLETE’.
20.08.1993 Repair ‘DRAFT GEAR POCKET’.
20.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1993 Repair ‘STRIKING CASTING’.
20.08.1993 Repair ‘TOP CENTRE PLATE’.

6496



2.311. Wagon classification starting with ‘HAN’

20.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1993 Repair ‘WEAR PLATES & SADDLES’.
20.08.1993 Repair ‘WHEEL SET’.
14.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘BOGIE COMPLETE’.
14.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1995 Repair ‘DOOR COMPLETE’.
14.09.1995 Repair ‘DOOR HINGES AND PINS’.
14.09.1995 Repair ‘DRAFT GEAR POCKET’.

HAN 21

Details: wagon ‘HAN 21 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 07.10.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.07.1996
Last Brake Cylinder: 19.05.1994
Last Single Car Test: 18.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.02.1991 Repair ‘WHEEL SET’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BODY COMPLETE’.
21.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘WHEEL SET’.
21.02.1992 Repair ‘YOKE COMPLETE’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘WHEEL SET’.
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01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.06.1993 Repair ‘DOOR COMPLETE’.
01.06.1993 Repair ‘DRAFT GEAR POCKET’.
01.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.06.1993 Repair ‘WHEEL SET’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘DOOR COMPLETE’.
19.05.1994 Repair ‘DOOR HOPPER LOADING’.
19.05.1994 Repair ‘END BRAKE COCK’.
19.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1995 Repair ‘BOGIE COMPLETE’.
22.03.1995 Repair ‘COUPLER KNUCKLE’.
22.03.1995 Repair ‘DOOR COMPLETE’.
18.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1995 Repair ‘BOGIE COMPLETE’.
18.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1995 Repair ‘DOOR COMPLETE’.

HAN 22

Details: wagon ‘HAN 22 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 29.10.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Last Single Car Test: 11.09.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BEARERS’.
11.02.1991 Repair ‘TOP CENTRE PLATE’.
11.02.1991 Repair ‘WHEEL SET’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘WHEEL SET’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘DOOR HINGES AND PINS’.
29.08.1991 Repair ‘DOOR HOPPER LOADING’.
29.08.1991 Repair ‘LADDER’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘DOOR HOPPER LOADING’.
29.10.1992 Repair ‘WHEEL SET’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR OPENING MECHANISM’.
08.12.1992 Repair ‘DOOR SEAL’.
13.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1994 Repair ‘BOGIE COMPLETE’.
13.07.1994 Repair ‘DOOR COMPLETE’.
13.07.1994 Repair ‘WEAR PLATES & SADDLES’.
11.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1995 Repair ‘BOGIE COMPLETE’.
11.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1995 Repair ‘DISCHARGE DOOR’.
11.09.1995 Repair ‘DOOR COMPLETE’.
11.09.1995 Repair ‘DOOR FRAME’.
11.09.1995 Repair ‘DOOR HINGES AND PINS’.
11.09.1995 Repair ‘SIDE BEARER’.
11.09.1995 Repair ‘WHEEL SET’.

HAN 23

Details: wagon ‘HAN 23 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 29.10.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 26.08.1996
Last Triple Valve: 12.04.1994
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE COMPLETE’.
17.10.1992 Repair ‘BOGIE WEAR PLATES’.
17.10.1992 Repair ‘DOOR LOCK MECHANISM’.
17.10.1992 Repair ‘DRAFT GEAR POCKET’.
17.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.10.1992 Repair ‘WHEEL SET’.
17.10.1992 Repair ‘YOKE CARRIER’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRANCH PIPE’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘DOOR COMPLETE’.
30.09.1993 Repair ‘DOOR HINGES AND PINS’.
30.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘YOKE COMPLETE’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘DOOR COMPLETE’.
05.10.1993 Repair ‘DOOR HOPPER LOADING’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE WEAR PLATES’.
12.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘COUPLER KNUCKLE’.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1994 Repair ‘WHEEL SET’.
21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘DOOR COMPLETE’.
21.10.1994 Repair ‘HANDRAILS END’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR HINGES AND PINS’.
09.08.1995 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘YOKE SUPPORT PLATE LINER’.

HAN 24

Details: wagon ‘HAN 24 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 29.10.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 20.10.1995
Last Single Car Test: 20.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘HANDRAILS’.
08.10.1992 Repair ‘WEAR PLATES & SADDLES’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BEARERS’.
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06.12.1993 Repair ‘BOGIE BEARERS’.
06.12.1993 Repair ‘CARD OR CLIP HOLDER’.
06.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Repair ‘YOKE CARRIER’.
06.12.1993 Repair ‘YOKE CARRIER’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE COMPLETE’.
23.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.12.1993 Repair ‘DOOR COMPLETE’.
23.12.1993 Repair ‘WHEEL SET’.
20.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1995 Repair ‘BOGIE COMPLETE’.
20.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1995 Repair ‘DOOR COMPLETE’.
20.10.1995 Repair ‘DOOR HINGES AND PINS’.

HAN 25

Details: wagon ‘HAN 25 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 02.08.1996
Last Triple Valve: 27.08.1991
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1991 Repair ‘SIDE STEP’.
07.02.1991 Repair ‘STEP’.
09.02.1991 Repair ‘WHEEL SET’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRANCH PIPE’.
13.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.03.1991 Repair ‘STEP’.
13.03.1991 Repair ‘TRAIN PIPE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘STEP’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE CONTROL PIPE’.
27.08.1991 Repair ‘BRANCH PIPE’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.08.1991 Repair ‘TRAIN PIPE (END)’.
27.08.1991 Repair ‘TRAIN PIPE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘DISCHARGE DOOR’.
24.09.1991 Repair ‘WEAR PLATES & SADDLES’.
02.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1995 Repair ‘BOGIE COMPLETE’.
02.03.1995 Repair ‘DOOR COMPLETE’.
02.03.1995 Repair ‘DOOR HINGES AND PINS’.
02.03.1995 Repair ‘DOOR HOPPER LOADING’.
02.03.1995 Repair ‘WEAR PLATES & SADDLES’.
02.03.1995 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.
28.06.1995 Repair ‘END BRAKE COCK’.

HAN 26

Details: wagon ‘HAN 26 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 09.09.1996
Last Single Car Test: 18.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘DOOR COVERING’.
24.06.1991 Repair ‘END BOARDS’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE SPRING’.
11.11.1991 Repair ‘COUPLER COMPLETE’.
11.11.1991 Repair ‘DOOR COVERING’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘COUPLER COMPLETE’.
09.08.1993 Repair ‘DOOR COMPLETE’.
09.08.1993 Repair ‘DOOR HINGES AND PINS’.
09.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1993 Repair ‘STEP’.
18.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1995 Repair ‘BOGIE COMPLETE’.
18.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1995 Repair ‘DOOR COMPLETE’.

HAN 27

Details: wagon ‘HAN 27 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
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Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 09.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 06.08.1996
Due Triple Valve: 17.10.1996
Last Single Car Test: 10.08.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘END BRAKE COCK’.
05.02.1991 Repair ‘STEP’.
09.02.1991 Repair ‘WHEEL SET’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
21.08.1991 Repair ‘ROOF BOARDS’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘DISCHARGE DOOR’.
20.07.1993 Repair ‘DOOR HOPPER LOADING’.
20.07.1993 Repair ‘END HOSE’.
20.07.1993 Repair ‘SIDE BEARER’.
20.07.1993 Repair ‘TOP CENTRE PLATE’.
10.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1995 Repair ‘BOGIE COMPLETE’.
10.08.1995 Repair ‘DOOR COMPLETE’.
10.08.1995 Repair ‘DOOR HINGES AND PINS’.
10.08.1995 Repair ‘VEHICLE STENCILS’.

HAN 28

Details: wagon ‘HAN 28 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 11.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 09.09.1996
Last Brake Cylinder: 18.01.1991
Last Single Car Test: 04.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE SIDEFRAME’.
18.01.1991 Repair ‘BRAKE BLOCK OTHER’.
18.01.1991 Repair ‘COUPLER COMPLETE’.
18.01.1991 Repair ‘DOOR HOPPER LOADING’.
18.01.1991 Repair ‘DOOR HOPPER LOADING’.
18.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.01.1991 Repair ‘END BRAKE COCK’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Repair ‘SIDE BEARER’.
18.01.1991 Repair ‘TOP CENTRE PLATE’.
18.01.1991 Repair ‘TRAIN PIPE (END)’.
18.01.1991 Repair ‘WHEEL SET’.
18.01.1991 Repair ‘YOKE COMPLETE’.
06.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
26.08.1991 Repair ‘DOOR LOCK MECHANISM’.
26.08.1991 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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10.02.1993 Repair ‘WEAR PLATES & SADDLES’.
10.02.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘DOOR COMPLETE’.
12.10.1993 Repair ‘DOOR HINGES AND PINS’.
12.10.1993 Repair ‘DRAFT GEAR POCKET’.
12.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1993 Repair ‘STRIKING CASTING’.
12.10.1993 Repair ‘YOKE COMPLETE’.
02.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1995 Repair ‘BOGIE COMPLETE’.
02.02.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1995 Repair ‘DOOR COMPLETE’.
02.02.1995 Repair ‘DOOR HINGES AND PINS’.
02.02.1995 Repair ‘HANDRAILS END’.
02.02.1995 Repair ‘VEHICLE STENCILS’.
04.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1995 Repair ‘BOGIE BOLSTER’.
04.11.1995 Repair ‘BOGIE COMPLETE’.
04.11.1995 Repair ‘BOGIE SIDEFRAME’.
04.11.1995 Repair ‘BOGIE WEAR PLATES’.
04.11.1995 Repair ‘DOOR COMPLETE’.
04.11.1995 Repair ‘SIDE BEARER’.
04.11.1995 Repair ‘TOP CENTRE PLATE’.

HAN 29

Details: wagon ‘HAN 29 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 18.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 09.09.1996
Due Triple Valve: 17.10.1996
Last Single Car Test: 28.06.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘WHEEL SET’.
16.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1993 Repair ‘BOGIE COMPLETE’.
16.10.1993 Repair ‘COUPLER COMPLETE’.
16.10.1993 Repair ‘DOOR COMPLETE’.
16.10.1993 Repair ‘DOOR HINGES AND PINS’.
16.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1993 Repair ‘END HOSE’.
16.10.1993 Repair ‘WHEEL SET’.
16.10.1993 Repair ‘YOKE COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘DOOR COMPLETE’.
08.06.1994 Repair ‘DOOR OPENING MECHANISM’.
08.06.1994 Repair ‘DRAFT GEAR POCKET’.
08.06.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.06.1994 Repair ‘WEAR PLATES & SADDLES’.
08.06.1994 Repair ‘WHEEL SET’.
21.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1995 Repair ‘BOGIE COMPLETE’.
21.03.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1995 Repair ‘DOOR COMPLETE’.
21.03.1995 Repair ‘SIDE BEARER’.
21.03.1995 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.
28.06.1995 Repair ‘DOOR HINGES AND PINS’.
28.06.1995 Repair ‘SIDE BEARER’.
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HAN 30

Details: wagon ‘HAN 30 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 25.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 21.09.1995
Last Single Car Test: 21.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘SIDE STEP’.
20.09.1991 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘DOOR HINGES AND PINS’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘STEP’.
29.10.1992 Repair ‘WHEEL SET’.
28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1992 Repair ‘BOGIE COMPLETE’.
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28.11.1992 Repair ‘BRAKE BLOCK RB95’.
28.11.1992 Repair ‘DISCHARGE DOOR’.
28.11.1992 Repair ‘DOOR SEAL’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE LEVER’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘DOOR COMPLETE’.
23.08.1993 Repair ‘DOOR HINGES AND PINS’.
23.08.1993 Repair ‘DRAFT GEAR POCKET’.
23.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘BRANCH PIPE’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘DOOR COMPLETE’.
22.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1993 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘YOKE COMPLETE’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘DOOR COMPLETE’.
06.07.1994 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR HINGES AND PINS’.
21.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1995 Repair ‘BOGIE COMPLETE’.
21.09.1995 Repair ‘DOOR COMPLETE’.
21.09.1995 Repair ‘WHEEL SET’.

HAN 31

Details: wagon ‘HAN 31 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
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Date Built: 27.11.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.07.1996
Last Triple Valve: 16.04.1991
Last Brake Cylinder: 16.04.1991
Last Single Car Test: 09.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1991 Repair ‘WHEEL SET’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DISCHARGE DOOR’.
16.04.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘WEAR PLATES & SADDLES’.
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘DOOR HINGES AND PINS’.
16.09.1991 Repair ‘LADDER’.
16.09.1991 Repair ‘SIDE BEARER’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘COUPLER COMPLETE’.
07.05.1993 Repair ‘DISCHARGE DOOR’.
07.05.1993 Repair ‘DOOR COMPLETE’.
07.05.1993 Repair ‘TRANSOM’.
07.05.1993 Repair ‘WHEEL SET’.
07.05.1993 Repair ‘YOKE COMPLETE’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
07.10.1993 Repair ‘COUPLER COMPLETE’.
07.10.1993 Repair ‘DOOR COMPLETE’.
07.10.1993 Repair ‘DOOR OPENING MECHANISM’.
07.10.1993 Repair ‘DRAFT GEAR POCKET’.
07.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1993 Repair ‘SIDE BEARER’.
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07.10.1993 Repair ‘YOKE COMPLETE’.
09.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1995 Repair ‘BOGIE COMPLETE’.
09.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1995 Repair ‘DOOR COMPLETE’.
09.10.1995 Repair ‘DOOR HINGES AND PINS’.
09.10.1995 Repair ‘STRIKING CASTING’.

HAN 32

Details: wagon ‘HAN 32 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 07.12.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.12.1995
Last Brake Cylinder: 28.09.1993
Last Single Car Test: 10.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘DISCHARGE DOOR’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘TOP CENTRE PLATE’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BODY COMPLETE’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘DISCHARGE DOOR’.
26.06.1992 Repair ‘DOOR COMPLETE’.
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26.06.1992 Repair ‘SIDE BEARER’.
26.06.1992 Repair ‘WHEEL SET’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘DISCHARGE DOOR’.
29.03.1993 Repair ‘DOOR HOPPER LOADING’.
29.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.03.1993 Repair ‘SIDE BEARER’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Repair ‘YOKE COMPLETE’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘DISCHARGE DOOR’.
06.04.1993 Repair ‘DOOR COMPLETE’.
06.04.1993 Repair ‘DOOR HINGES AND PINS’.
06.04.1993 Repair ‘DOOR HINGES AND PINS’.
06.04.1993 Repair ‘DRAFT GEAR POCKET’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘DISCHARGE DOOR’.
28.09.1993 Repair ‘DOOR COMPLETE’.
28.09.1993 Repair ‘DOOR OPENING MECHANISM’.
28.09.1993 Repair ‘DOOR SEAL’.
28.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘STEP’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Repair ‘YOKE COMPLETE’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘DISCHARGE DOOR’.
29.06.1994 Repair ‘DOOR COMPLETE’.
29.06.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1995 Repair ‘BOGIE COMPLETE’.
10.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1995 Repair ‘DOOR COMPLETE’.
10.08.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 33

Details: wagon ‘HAN 33 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 12.1tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 18.12.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 13.02.1996
Last Triple Valve: 27.07.1993
Last Brake Cylinder: 27.07.1993
Last Single Car Test: 24.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE CONTROL PIPE’.
27.07.1993 Repair ‘BRAKE LEVER’.
27.07.1993 Repair ‘BRAKE PULL ROD’.
27.07.1993 Repair ‘BRANCH PIPE’.
27.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘DISCHARGE DOOR’.
27.07.1993 Repair ‘DOOR HINGES AND PINS’.
27.07.1993 Repair ‘DOOR HOPPER LOADING’.
27.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.07.1993 Repair ‘END BRAKE COCK’.
27.07.1993 Repair ‘END HOSE’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Repair ‘TRAIN PIPE’.
27.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.07.1993 Repair ‘WEAR PLATES & SADDLES’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘BRAKE LEVER’.
05.10.1993 Repair ‘COUPLER COMPLETE’.
05.10.1993 Repair ‘DOOR COMPLETE’.
05.10.1993 Repair ‘DOOR HINGES AND PINS’.
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05.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.10.1993 Repair ‘SIDE BEARER’.
05.10.1993 Repair ‘YOKE COMPLETE’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1994 Repair ‘DISCHARGE DOOR’.
02.08.1994 Repair ‘DOOR HOPPER LOADING’.
02.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1994 Repair ‘STEP’.
02.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1995 Repair ‘BOGIE COMPLETE’.
02.02.1995 Repair ‘DOOR COMPLETE’.
02.02.1995 Repair ‘END HOSE’.
02.02.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1995 Repair ‘BOGIE COMPLETE’.
24.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.10.1995 Repair ‘DOOR COMPLETE’.
24.10.1995 Repair ‘DOOR HINGES AND PINS’.
24.10.1995 Repair ‘DRAFT GEAR POCKET’.
24.10.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.10.1995 Repair ‘YOKE COMPLETE’.

HAN 34

Details: wagon ‘HAN 34 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 10.12.1970
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.10.1995
Last Triple Valve: 14.03.1994
Last Single Car Test: 20.10.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘DOOR HINGES AND PINS’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘COUPLER COMPLETE’.
04.11.1993 Repair ‘DISCHARGE DOOR’.
04.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.11.1993 Repair ‘STEP’.
04.11.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Repair ‘YOKE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE BEARERS’.
15.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘COUPLER KNUCKLE’.
15.02.1994 Repair ‘DISCHARGE DOOR’.
15.02.1994 Repair ‘DOOR COMPLETE’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘DOOR SEAL’.
15.02.1994 Repair ‘TOP CENTRE PLATE’.
15.02.1994 Repair ‘WHEEL SET’.
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1995 Repair ‘BOGIE BOLSTER’.
20.10.1995 Repair ‘BOGIE COMPLETE’.
20.10.1995 Repair ‘BOGIE SIDEFRAME’.
20.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1995 Repair ‘DOOR COMPLETE’.
20.10.1995 Repair ‘DRAFT GEAR POCKET’.
20.10.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.10.1995 Repair ‘YOKE COMPLETE’.

HAN 35

Details: wagon ‘HAN 35 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 05.03.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 20.09.1996
Last Triple Valve: 27.09.1991
Last Single Car Test: 12.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BRAKE BLOCK OTHER’.
27.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘HANDRAILS END’.
10.02.1993 Repair ‘SIDE BEARER’.
10.02.1993 Repair ‘TOP CENTRE PLATE’.
10.02.1993 Repair ‘WEAR PLATES & SADDLES’.
10.02.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BOGIE WEAR PLATES’.
12.10.1993 Repair ‘COUPLER COMPLETE’.
12.10.1993 Repair ‘DISCHARGE DOOR’.
12.10.1993 Repair ‘DOOR COMPLETE’.
12.10.1993 Repair ‘DOOR HINGES AND PINS’.
12.10.1993 Repair ‘DOOR SEAL’.
12.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘WEAR PLATES & SADDLES’.
12.10.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘YOKE COMPLETE’.
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11.01.1995 Repair ‘CARD OR CLIP HOLDER’.
11.01.1995 Repair ‘COUPLER COMPLETE’.
11.01.1995 Repair ‘COUPLER TRIGGER LEVER’.
11.01.1995 Repair ‘DISCHARGE DOOR’.
11.01.1995 Repair ‘DOOR COMPLETE’.
11.01.1995 Repair ‘DOOR OPENING MECHANISM’.
11.01.1995 Repair ‘DOOR SEAL’.
11.01.1995 Repair ‘LADDER’.
11.01.1995 Repair ‘ROOF BOARDS’.
11.01.1995 Repair ‘VEHICLE STENCILS’.
12.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1995 Repair ‘BOGIE COMPLETE’.
12.10.1995 Repair ‘DOOR COMPLETE’.
12.10.1995 Repair ‘DOOR HOPPER LOADING’.
12.10.1995 Repair ‘END HOSE’.

HAN 36

Details: wagon ‘HAN 36 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 19.03.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 09.08.1995
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.02.1991 Repair ‘WHEEL SET’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BOGIE COMPLETE’.
20.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1993 Repair ‘DOOR COMPLETE’.
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20.12.1993 Repair ‘DOOR HINGES AND PINS’.
20.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Repair ‘YOKE COMPLETE’.
14.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1994 Repair ‘BOGIE COMPLETE’.
14.10.1994 Repair ‘DOOR COMPLETE’.
14.10.1994 Repair ‘DOOR HINGES AND PINS’.
14.10.1994 Repair ‘SIDE BEARER’.
14.10.1994 Repair ‘TOP CENTRE PLATE’.
14.10.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.10.1994 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE BOLSTER’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘BOGIE SIDEFRAME’.
09.08.1995 Repair ‘DISCHARGE DOOR’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR HINGES AND PINS’.
09.08.1995 Repair ‘DOOR HOPPER LOADING’.
09.08.1995 Repair ‘DOOR OPENING MECHANISM’.
09.08.1995 Repair ‘VEHICLE STENCILS’.
09.08.1995 Repair ‘WHEEL SET’.

HAN 37

Details: wagon ‘HAN 37 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 12.03.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 30.05.1996
Last Triple Valve: 12.09.1991
Last Single Car Test: 28.06.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1991 Repair ‘SIDE STEP’.
08.02.1991 Repair ‘WHEEL SET’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.08.1991 Repair ‘DOOR HOPPER LOADING’.
20.08.1991 Repair ‘WEAR PLATES & SADDLES’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.09.1991 Repair ‘SIDE BEARER’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘DOOR SLIDE RAIL’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘DISCHARGE DOOR’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.03.1993 Repair ‘TOP CENTRE PLATE’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BEARERS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘DISCHARGE DOOR’.
24.05.1993 Repair ‘END HOSE’.
24.05.1993 Repair ‘TRAIN PIPE (END)’.
24.05.1993 Repair ‘WHEEL SET’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘BOGIE COMPLETE’.
22.03.1994 Repair ‘COUPLER KNUCKLE’.
22.03.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.03.1994 Repair ‘DISCHARGE DOOR’.
22.03.1994 Repair ‘DOOR OPENING MECHANISM’.
22.03.1994 Repair ‘DOOR SEAL’.
22.03.1994 Repair ‘END HOSE’.
22.03.1994 Repair ‘HANDRAILS END’.
22.03.1994 Repair ‘STEP’.
22.03.1994 Repair ‘WHEEL SET’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
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17.06.1994 Repair ‘DOOR COMPLETE’.
17.06.1994 Repair ‘WHEEL SET’.
19.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1994 Repair ‘BOGIE COMPLETE’.
19.08.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.08.1994 Repair ‘DISCHARGE DOOR’.
19.08.1994 Repair ‘DOOR COMPLETE’.
19.08.1994 Repair ‘STRIKING CASTING’.
19.08.1994 Repair ‘WEAR PLATES & SADDLES’.
04.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1994 Repair ‘BOGIE COMPLETE’.
04.11.1994 Repair ‘DISCHARGE DOOR’.
04.11.1994 Repair ‘DOOR COMPLETE’.
04.11.1994 Repair ‘DOOR OPENING MECHANISM’.
04.11.1994 Repair ‘DOOR SEAL’.
04.11.1994 Repair ‘SIDE SHEET’.
04.11.1994 Repair ‘SIDE STEP’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘TOP CENTRE PLATE’.

HAN 38

Details: wagon ‘HAN 38 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 26.03.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 01.07.1996
Last Single Car Test: 04.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.
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07.02.1991 Repair ‘WHEEL SET’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.11.1992 Repair ‘TOP CENTRE PLATE’.
05.11.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.11.1992 Repair ‘WHEEL SET’.
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘DISCHARGE DOOR’.
07.03.1994 Repair ‘DOOR COMPLETE’.
07.03.1994 Repair ‘DOOR FRAME’.
07.03.1994 Repair ‘DOOR OPENING MECHANISM’.
07.03.1994 Repair ‘DOOR SEAL’.
07.03.1994 Repair ‘WHEEL SET’.
03.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1994 Repair ‘BOGIE COMPLETE’.
03.08.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1994 Repair ‘DISCHARGE DOOR’.
03.08.1994 Repair ‘DOOR HINGES AND PINS’.
03.08.1994 Repair ‘DOOR HOPPER LOADING’.
04.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1995 Repair ‘BOGIE COMPLETE’.
04.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.11.1995 Repair ‘DOOR COMPLETE’.
04.11.1995 Repair ‘SIDE BEARER’.
04.11.1995 Repair ‘TOP CENTRE PLATE’.

HAN 39

Details: wagon ‘HAN 39 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG
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Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 13.09.1996
Last Triple Valve: 15.03.1991
Last Single Car Test: 12.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘TOP CENTRE PLATE’.
11.02.1991 Repair ‘WHEEL SET’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRANCH PIPE’.
15.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.03.1991 Repair ‘TRAIN PIPE’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘END COMPLETE’.
06.09.1991 Repair ‘TOP CENTRE PLATE’.
06.09.1991 Repair ‘WHEEL SET’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1992 Repair ‘DOOR SEAL’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘WHEEL SET’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘BOGIE COMPLETE’.
24.01.1995 Repair ‘BRANCH PIPE’.
24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘DOOR HINGES AND PINS’.
24.01.1995 Repair ‘STEP’.
24.01.1995 Repair ‘TRAIN PIPE’.
24.01.1995 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.01.1995 Repair ‘VEHICLE STENCILS’.
24.01.1995 Repair ‘WHEEL SET’.
12.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1995 Repair ‘BOGIE COMPLETE’.
12.10.1995 Repair ‘BOGIE WEAR PLATES’.
12.10.1995 Repair ‘BRAKE SPREADER & HANGERS’.
12.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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12.10.1995 Repair ‘DOOR COMPLETE’.
12.10.1995 Repair ‘DRAFT GEAR POCKET’.
12.10.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1995 Repair ‘YOKE COMPLETE’.

HAN 40

Details: wagon ‘HAN 40 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 02.02.1996
Last Single Car Test: 30.03.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘DOOR HINGES AND PINS’.
05.11.1992 Repair ‘TOP CENTRE PLATE’.
05.11.1992 Repair ‘WEAR PLATES & SADDLES’.
05.11.1992 Repair ‘WHEEL SET’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘BOGIE SIDEFRAME’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
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02.06.1994 Repair ‘DOOR COMPLETE’.
02.06.1994 Repair ‘TOP CENTRE PLATE’.
02.06.1994 Repair ‘WHEEL SET’.
30.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1995 Repair ‘BOGIE COMPLETE’.
30.03.1995 Repair ‘DISCHARGE DOOR’.
30.03.1995 Repair ‘DOOR COMPLETE’.
30.03.1995 Repair ‘DOOR HINGES AND PINS’.
30.03.1995 Repair ‘DOOR OPENING MECHANISM’.
30.03.1995 Repair ‘DOOR ROLLER’.
30.03.1995 Repair ‘DOOR SEAL’.
30.03.1995 Repair ‘DRAFT GEAR POCKET’.
30.03.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.03.1995 Repair ‘FLOOR SHEETING’.
30.03.1995 Repair ‘WHEEL SET’.
30.03.1995 Repair ‘YOKE COMPLETE’.

HAN 41

Details: wagon ‘HAN 41 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 09.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 12.07.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 02.11.1995
Last Single Car Test: 02.11.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.11.1991 Repair ‘BOGIE SPRING’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.11.1991 Repair ‘WHEEL SET’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘BRAKE PULL ROD’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.10.1992 Repair ‘DOOR HINGES AND PINS’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘TOP CENTRE PLATE’.
06.10.1992 Repair ‘WHEEL SET’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BEARERS’.
06.12.1993 Repair ‘BRANCH PIPE’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘DOOR SEAL’.
06.12.1993 Repair ‘TRAIN PIPE (END)’.
06.12.1993 Repair ‘WHEEL SET’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BRANCH PIPE’.
02.11.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1995 Repair ‘DIRT COLLECTORS/STRAINERS’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 42

Details: wagon ‘HAN 42 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 09.04.1973
Operating System: AN
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Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: SQ SV
Return to Service Date: 31.07.1996
Last Triple Valve: 15.08.1991
Last Single Car Test: 17.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.08.1991 Repair ‘DOOR HINGES AND PINS’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘BRAKE PULL ROD’.
23.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.10.1991 Repair ‘DISCHARGE DOOR’.
23.10.1991 Repair ‘DOOR HOPPER LOADING’.
23.10.1991 Repair ‘SIDE BEARER’.
23.10.1991 Repair ‘STEP’.
23.10.1991 Repair ‘TOP CENTRE PLATE’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘BRAKE PULL ROD’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR COMPLETE’.
14.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1994 Repair ‘BOGIE COMPLETE’.
14.12.1994 Repair ‘COUPLER KNUCKLE’.
14.12.1994 Repair ‘DOOR COMPLETE’.
14.12.1994 Repair ‘WHEEL SET’.
17.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1995 Repair ‘BOGIE COMPLETE’.
17.10.1995 Repair ‘BOGIE SIDEFRAME’.
17.10.1995 Repair ‘BOGIE WEAR PLATES’.
17.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1995 Repair ‘DOOR COMPLETE’.
17.10.1995 Repair ‘DOOR HINGES AND PINS’.
17.10.1995 Repair ‘DRAFT GEAR POCKET’.
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HAN 43

Details: wagon ‘HAN 43 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 16.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 17.07.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 29.11.1990
Last Single Car Test: 04.11.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BODY COMPLETE’.
29.11.1990 Repair ‘BODY COMPLETE’.
29.11.1990 Repair ‘BOGIE BOLSTER’.
29.11.1990 Repair ‘BOGIE BOLSTER’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BOGIE SPRING’.
29.11.1990 Repair ‘BOGIE SPRING’.
29.11.1990 Repair ‘BRAKE BLOCK OTHER’.
29.11.1990 Repair ‘BRAKE BLOCK OTHER’.
29.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1990 Repair ‘BRAKE LEVER’.
29.11.1990 Repair ‘BRAKE PIN’.
29.11.1990 Repair ‘BRANCH PIPE’.
29.11.1990 Repair ‘BRANCH PIPE’.
29.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘END BRAKE COCK’.
29.11.1990 Repair ‘END HOSE’.
29.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1990 Repair ‘TRAIN PIPE’.
29.11.1990 Repair ‘TRAIN PIPE’.
29.11.1990 Repair ‘VEHICLE RENUMBERED’.
29.11.1990 Repair ‘VEHICLE RENUMBERED’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Repair ‘WHEEL SET’.
06.02.1991 Repair ‘WHEEL SET’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.12.1992 Repair ‘DISCHARGE DOOR’.
22.12.1992 Repair ‘DOOR HOPPER LOADING’.
22.12.1992 Repair ‘END BRAKE COCK’.
22.12.1992 Repair ‘TRAIN PIPE (END)’.
22.12.1992 Repair ‘WHEEL SET’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.01.1993 Repair ‘DISCHARGE DOOR’.
04.01.1993 Repair ‘DOOR HOPPER LOADING’.
04.01.1993 Repair ‘END BRAKE COCK’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Repair ‘WHEEL SET’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘DOOR HINGES AND PINS’.
14.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1994 Repair ‘STEP’.
14.04.1994 Repair ‘TANK WAG. STRAPS’.
04.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1995 Repair ‘BOGIE ADAPTER’.
04.11.1995 Repair ‘BOGIE COMPLETE’.
04.11.1995 Repair ‘BOGIE WEAR PLATES’.
04.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.11.1995 Repair ‘DOOR COMPLETE’.
04.11.1995 Repair ‘SIDE BEARER’.
04.11.1995 Repair ‘TOP CENTRE PLATE’.
04.11.1995 Repair ‘WHEEL SET’.

HAN 44

Details: wagon ‘HAN 44 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 16.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 07.10.1995
Last Triple Valve: 13.01.1994
Last Single Car Test: 07.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BODY COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BRAKE BLOCK OTHER’.
29.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1990 Repair ‘COUPLER COMPLETE’.
29.11.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Repair ‘YOKE COMPLETE’.
07.02.1991 Repair ‘WHEEL SET’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘DOOR HOPPER LOADING’.
23.06.1993 Repair ‘DOOR OPENING MECHANISM’.
23.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘VEHICLE STENCILS’.
23.06.1993 Repair ‘WHEEL SET’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘BRANCH PIPE’.
13.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.01.1994 Repair ‘DISCHARGE DOOR’.
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13.01.1994 Repair ‘DOOR COMPLETE’.
13.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.01.1994 Repair ‘TOP CENTRE PLATE’.
13.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1994 Repair ‘WHEEL SET’.
24.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1995 Repair ‘BOGIE COMPLETE’.
24.03.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.03.1995 Repair ‘DOOR COMPLETE’.
24.03.1995 Repair ‘DOOR HOPPER LOADING’.
24.03.1995 Repair ‘DOOR OPENING MECHANISM’.
24.03.1995 Repair ‘SIDE SILL’.
07.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1995 Repair ‘BOGIE BOLSTER’.
07.10.1995 Repair ‘BOGIE COMPLETE’.
07.10.1995 Repair ‘BOGIE SIDEFRAME’.
07.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.10.1995 Repair ‘DOOR COMPLETE’.
07.10.1995 Repair ‘DOOR HINGES AND PINS’.
07.10.1995 Repair ‘WHEEL SET’.

HAN 45

Details: wagon ‘HAN 45 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 26.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 07.03.1996
Due Triple Valve: 17.10.1996
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 09.08.1995
Last Lift: 17.10.1986
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Repair ‘TOP CENTRE PLATE’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1992 Repair ‘NYLON HOSE’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘SIDE STEP’.
29.05.1992 Repair ‘TOP CENTRE PLATE’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘WHEEL SET’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘DOOR HINGES AND PINS’.
22.12.1992 Repair ‘DOOR HOPPER LOADING’.
22.12.1992 Repair ‘DOOR OPENING MECHANISM’.
22.12.1992 Repair ‘WHEEL SET’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘DOOR HINGES AND PINS’.
04.01.1993 Repair ‘DOOR HOPPER LOADING’.
04.01.1993 Repair ‘DOOR OPENING MECHANISM’.
04.01.1993 Repair ‘WHEEL SET’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘DISCHARGE DOOR’.
16.03.1993 Repair ‘DOOR COMPLETE’.
16.03.1993 Repair ‘DRAFT GEAR POCKET’.
16.03.1993 Repair ‘STRIKING CASTING’.
16.03.1993 Repair ‘YOKE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1994 Repair ‘WHEEL SET’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DOOR COMPLETE’.
03.03.1994 Repair ‘WHEEL SET’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘DOOR COMPLETE’.
10.05.1994 Repair ‘END HOSE’.
10.05.1994 Repair ‘WHEEL SET’.
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23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1994 Repair ‘DOOR COMPLETE’.
23.11.1994 Repair ‘WHEEL SET’.
22.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1995 Repair ‘BOGIE COMPLETE’.
22.02.1995 Repair ‘DOOR COMPLETE’.
22.02.1995 Repair ‘DOOR FRAME’.
22.02.1995 Repair ‘END HOSE’.
22.02.1995 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER KNUCKLE’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR FRAME’.
09.08.1995 Repair ‘DOOR HINGES AND PINS’.
09.08.1995 Repair ‘DRAFT GEAR POCKET’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1995 Repair ‘SIDE BEARER’.
09.08.1995 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘YOKE COMPLETE’.

HAN 46

Details: wagon ‘HAN 46 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 26.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 01.04.1996
Due Triple Valve: 17.01.1993
Last Single Car Test: 09.10.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘SIDE BEARER’.
30.01.1992 Repair ‘TOP CENTRE PLATE’.
30.01.1992 Repair ‘WHEEL SET’.
30.01.1992 Repair ‘YOKE CARRIER’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE LEVER’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
21.05.1992 Repair ‘DOOR SEAL’.
21.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘BRAKE PULL ROD’.
06.10.1992 Repair ‘DRAFT GEAR POCKET’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BOGIE COMPLETE’.
23.03.1994 Repair ‘BOGIE SPRING’.
23.03.1994 Repair ‘DISCHARGE DOOR’.
23.03.1994 Repair ‘DOOR COMPLETE’.
23.03.1994 Repair ‘DOOR OPENING MECHANISM’.
23.03.1994 Repair ‘DOOR SEAL’.
23.03.1994 Repair ‘WHEEL SET’.
09.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1995 Repair ‘BOGIE COMPLETE’.
09.10.1995 Repair ‘BOGIE WEAR PLATES’.
09.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1995 Repair ‘DOOR COMPLETE’.

HAN 47

Details: wagon ‘HAN 47 J’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 30.04.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 29.03.1996
Last Triple Valve: 12.08.1993
Last Single Car Test: 04.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BODY COMPLETE’.
03.12.1990 Repair ‘BODY COMPLETE’.
03.12.1990 Repair ‘BOGIE BEARERS’.
03.12.1990 Repair ‘BOGIE BEARERS’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1990 Repair ‘BRAKE PULL ROD’.
03.12.1990 Repair ‘BRAKE PULL ROD’.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘COUPLER COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Repair ‘YOKE COMPLETE’.
03.12.1990 Repair ‘YOKE COMPLETE’.
07.02.1991 Repair ‘WHEEL SET’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘WEAR PLATES & SADDLES’.
17.04.1991 Repair ‘WHEEL SET’.
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17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BODY COMPLETE’.
17.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘DOOR HOPPER LOADING’.
17.01.1992 Repair ‘WEAR PLATES & SADDLES’.
17.01.1992 Repair ‘WHEEL SET’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.08.1993 Repair ‘DOOR LOCK MECHANISM’.
12.08.1993 Repair ‘DRAFT GEAR POCKET’.
12.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.08.1993 Repair ‘TOP CENTRE PLATE’.
13.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1995 Repair ‘BOGIE COMPLETE’.
13.02.1995 Repair ‘DOOR COMPLETE’.
13.02.1995 Repair ‘DOOR LOCK MECHANISM’.
13.02.1995 Repair ‘SIDE BEARER’.
13.02.1995 Repair ‘WHEEL SET’.
04.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1995 Repair ‘BOGIE COMPLETE’.
04.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.11.1995 Repair ‘DOOR COMPLETE’.
04.11.1995 Repair ‘DOOR HOPPER LOADING’.
04.11.1995 Repair ‘SIDE BEARER’.
04.11.1995 Repair ‘TOP CENTRE PLATE’.
04.11.1995 Repair ‘WHEEL SET’.

HAN 48

Details: wagon ‘HAN 48 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 07.05.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG
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Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.08.1995
Last Triple Valve: 27.08.1991
Last Single Car Test: 23.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘BRANCH PIPE’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.08.1991 Repair ‘DOOR LOCK MECHANISM’.
27.08.1991 Repair ‘WEAR PLATES & SADDLES’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘DISCHARGE DOOR’.
04.10.1991 Repair ‘DOOR HOPPER LOADING’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘DISCHARGE DOOR’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BODY COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘WHEEL SET’.
06.02.1992 Repair ‘DISCHARGE DOOR’.
06.02.1992 Repair ‘DOOR LOCK MECHANISM’.
13.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1994 Repair ‘BOGIE COMPLETE’.
13.07.1994 Repair ‘DOOR COMPLETE’.
13.07.1994 Repair ‘DOOR LOCK MECHANISM’.
13.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1994 Repair ‘TRAIN PIPE (END)’.
13.07.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.07.1994 Repair ‘WHEEL SET’.
29.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1995 Repair ‘DISCHARGE DOOR’.
29.06.1995 Repair ‘DOOR COMPLETE’.
29.06.1995 Repair ‘DOOR HINGES AND PINS’.
29.06.1995 Repair ‘DOOR SEAL’.
29.06.1995 Repair ‘DRAFT GEAR POCKET’.
29.06.1995 Repair ‘WHEEL SET’.
23.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.08.1995 Repair ‘BOGIE COMPLETE’.
23.08.1995 Repair ‘WHEEL SET’.

HAN 49

Details: wagon ‘HAN 49 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 14.05.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 18.09.1996
Due Triple Valve: 11.08.1996
Last Single Car Test: 11.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘SIDE BEARER’.
17.10.1992 Repair ‘TOP CENTRE PLATE’.
17.10.1992 Repair ‘WHEEL SET’.
11.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1995 Repair ‘BOGIE BOLSTER’.
11.08.1995 Repair ‘BOGIE COMPLETE’.
11.08.1995 Repair ‘BOGIE SIDEFRAME’.
11.08.1995 Repair ‘BRANCH PIPE’.
11.08.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.08.1995 Repair ‘DOOR COMPLETE’.
11.08.1995 Repair ‘DOOR HINGES AND PINS’.
11.08.1995 Repair ‘HAND RELEASE (AIR)’.
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HAN 50

Details: wagon ‘HAN 50 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 22.05.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 28.06.1995
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1993 Repair ‘DOOR HINGES AND PINS’.
09.08.1993 Repair ‘DOOR HOPPER LOADING’.
09.08.1993 Repair ‘DOOR OPENING MECHANISM’.
09.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1993 Repair ‘VEHICLE STENCILS’.
09.08.1993 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘SIDE BEARER’.

HAN 51

Details: wagon ‘HAN 51 J’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $16350
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 28.05.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 10.08.1995
Last Triple Valve: 10.08.1995
Last Single Car Test: 10.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BEARERS’.
12.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘DOOR HINGES AND PINS’.
12.03.1991 Repair ‘DOOR OPENING MECHANISM’.
12.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.03.1991 Repair ‘SIDE BEARER’.
12.03.1991 Repair ‘TOP CENTRE PLATE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DISCHARGE DOOR’.
19.05.1992 Repair ‘DOOR HOPPER LOADING’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Repair ‘SIDE BEARER’.
15.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1994 Repair ‘BOGIE COMPLETE’.
15.09.1994 Repair ‘DOOR COMPLETE’.
15.09.1994 Repair ‘WHEEL SET’.
11.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1994 Repair ‘SIDE BEARER’.
11.10.1994 Repair ‘WHEEL SET’.
10.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1995 Repair ‘BOGIE COMPLETE’.
10.08.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1995 Repair ‘DOOR COMPLETE’.
10.08.1995 Repair ‘VEHICLE STENCILS’.
10.08.1995 Repair ‘WHEEL SET’.

HAN 52

Details: wagon ‘HAN 52 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 25.09.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.09.1996
Last Triple Valve: 29.10.1992
Last Single Car Test: 27.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRANCH PIPE’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
11.11.1991 Repair ‘COUPLER COMPLETE’.
11.11.1991 Repair ‘DOOR COMPLETE’.
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27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARERS’.
27.10.1992 Repair ‘BRAKE CONTROL PIPE’.
27.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1992 Repair ‘DOOR HINGES AND PINS’.
27.10.1992 Repair ‘TOP CENTRE PLATE’.
27.10.1992 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARERS’.
29.10.1992 Repair ‘BRAKE CONTROL PIPE’.
29.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1992 Repair ‘DOOR COMPLETE’.
29.10.1992 Repair ‘DOOR HINGES AND PINS’.
29.10.1992 Repair ‘DRAFT GEAR POCKET’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘TOP CENTRE PLATE’.
29.10.1992 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘WHEEL SET’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR OPENING MECHANISM’.
08.12.1992 Repair ‘DOOR SEAL’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘DISCHARGE DOOR’.
08.01.1993 Repair ‘DOOR SEAL’.
08.01.1993 Repair ‘SHUNT PAD’.
08.01.1993 Repair ‘WHEEL SET’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘DISCHARGE DOOR’.
25.01.1993 Repair ‘DOOR SEAL’.
25.01.1993 Repair ‘SHUNT PAD’.
25.01.1993 Repair ‘WHEEL SET’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘DISCHARGE DOOR’.
09.03.1993 Repair ‘DOOR HOPPER LOADING’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1993 Repair ‘TOP CENTRE PLATE’.
09.03.1993 Repair ‘UNDERFRAME COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BEARERS’.
06.12.1993 Repair ‘BRAKE BLOCK RB95’.
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06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘WHEEL SET’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘DOOR HINGES AND PINS’.

HAN 53

Details: wagon ‘HAN 53 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.10.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.08.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 29.10.1992
Last Single Car Test: 14.09.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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29.10.1992 Repair ‘DOOR HINGES AND PINS’.
29.10.1992 Repair ‘DRAFT GEAR POCKET’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘TOP CENTRE PLATE’.
29.10.1992 Repair ‘WHEEL SET’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘COUPLER KNUCKLE’.
02.12.1992 Repair ‘DOOR COMPLETE’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.02.1993 Repair ‘TOP CENTRE PLATE’.
17.02.1993 Repair ‘WEAR PLATES & SADDLES’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘STEP’.
12.04.1994 Repair ‘TANK WAG. STRAPS’.
14.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘BOGIE BOLSTER’.
14.09.1995 Repair ‘BOGIE COMPLETE’.
14.09.1995 Repair ‘BOGIE SIDEFRAME’.
14.09.1995 Repair ‘CARD OR CLIP HOLDER’.
14.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1995 Repair ‘DOOR HINGES AND PINS’.

HAN 54

Details: wagon ‘HAN 54 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 04.10.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 19.09.1996
Last Single Car Test: 07.07.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
15.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COUPLER COMPLETE’.
11.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.11.1991 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘DISCHARGE DOOR’.
14.04.1993 Repair ‘DOOR HOPPER LOADING’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘TOP CENTRE PLATE’.
14.04.1993 Repair ‘WHEEL SET’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘DISCHARGE DOOR’.
09.08.1993 Repair ‘DOOR HOPPER LOADING’.
09.08.1993 Repair ‘DRAFT GEAR POCKET’.
09.08.1993 Repair ‘STRIKING CASTING’.
09.08.1993 Repair ‘VEHICLE STENCILS’.
07.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1995 Repair ‘BOGIE COMPLETE’.
07.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1995 Repair ‘DOOR COMPLETE’.
07.07.1995 Repair ‘DOOR HOPPER LOADING’.
07.07.1995 Repair ‘WHEEL SET’.

HAN 55

Details: wagon ‘HAN 55 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 15.10.1973
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Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 18.09.1996
Last Single Car Test: 29.05.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘COUPLER COMPLETE’.
03.09.1993 Repair ‘DOOR COMPLETE’.
03.09.1993 Repair ‘DRAFT GEAR POCKET’.
03.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1993 Repair ‘TOP CENTRE PLATE’.
03.09.1993 Repair ‘WHEEL SET’.
22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘DOOR COMPLETE’.
22.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1994 Repair ‘TRAIN PIPE’.
22.06.1994 Repair ‘WHEEL SET’.
29.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1995 Repair ‘BOGIE COMPLETE’.
29.05.1995 Repair ‘DOOR COMPLETE’.
29.05.1995 Repair ‘DOOR HOPPER LOADING’.
29.05.1995 Repair ‘WHEEL SET’.

HAN 56

Details: wagon ‘HAN 56 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 10.4m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 16.10.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.09.1996
Due Triple Valve: 03.06.1995
Last Single Car Test: 12.07.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1991 Repair ‘DISCHARGE DOOR’.
12.09.1991 Repair ‘DOOR HOPPER LOADING’.
12.09.1991 Repair ‘DOOR SEAL’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BRAKE BLOCK RB95’.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘DOOR HOPPER LOADING’.
03.05.1993 Repair ‘DOOR OPENING MECHANISM’.
03.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.05.1993 Repair ‘STRIKING CASTING’.
03.05.1993 Repair ‘WHEEL SET’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE COMPLETE’.
03.06.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.06.1994 Repair ‘DOOR COMPLETE’.
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03.06.1994 Repair ‘DOOR HOPPER LOADING’.
03.06.1994 Repair ‘END BRAKE COCK’.
03.06.1994 Repair ‘HANDBRAKE HANDLE’.
03.06.1994 Repair ‘TRAIN PIPE (END)’.
03.06.1994 Repair ‘WHEEL SET’.
07.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1995 Repair ‘BOGIE COMPLETE’.
07.02.1995 Repair ‘DOOR COMPLETE’.
07.02.1995 Repair ‘DOOR HINGES AND PINS’.
07.02.1995 Repair ‘END HOSE’.
07.02.1995 Repair ‘WEAR PLATES & SADDLES’.
12.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1995 Repair ‘BOGIE BOLSTER’.
12.07.1995 Repair ‘BOGIE COMPLETE’.
12.07.1995 Repair ‘BOGIE FRICTION WEDGE’.
12.07.1995 Repair ‘BOGIE SIDEFRAME’.
12.07.1995 Repair ‘BOGIE WEAR PLATES’.
12.07.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.07.1995 Repair ‘DOOR COMPLETE’.
12.07.1995 Repair ‘DOOR HOPPER LOADING’.
12.07.1995 Repair ‘STEP’.
12.07.1995 Repair ‘TOP CENTRE PLATE’.

HAN 57

Details: wagon ‘HAN 57 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 22.10.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.06.1996
Last Triple Valve: 06.03.1991
Last Single Car Test: 30.10.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘TOP CENTRE PLATE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘END COMPLETE’.
26.08.1991 Repair ‘YOKE COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘DOOR COMPLETE’.
22.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘WHEEL SET’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1993 Repair ‘DOOR HINGES AND PINS’.
06.12.1993 Repair ‘DOOR HINGES AND PINS’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DOOR HOPPER LOADING’.
03.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1994 Repair ‘WHEEL SET’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘DISCHARGE DOOR’.
14.06.1994 Repair ‘DOOR COMPLETE’.
14.06.1994 Repair ‘DOOR HOPPER LOADING’.
30.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1995 Repair ‘BOGIE COMPLETE’.
30.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.10.1995 Repair ‘DOOR COMPLETE’.
30.10.1995 Repair ‘DOOR HOPPER LOADING’.
30.10.1995 Repair ‘WHEEL SET’.

HAN 58

Details: wagon ‘HAN 58 D’ in AN ‘Eyre Peninsula Division’.

6549



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 29.10.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 02.09.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 27.09.1991
Last Single Car Test: 09.10.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1991 Repair ‘STRIKING CASTING’.
11.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1991 Repair ‘SIDE BEARER’.
27.09.1991 Repair ‘TOP CENTRE PLATE’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BEARERS’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘TOP CENTRE PLATE’.
30.01.1992 Repair ‘WHEEL SET’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BODY COMPLETE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘DISCHARGE DOOR’.
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15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘WHEEL SET’.
15.04.1992 Repair ‘YOKE COMPLETE’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘BOGIE COMPLETE’.
14.07.1994 Repair ‘COUPLER COMPLETE’.
14.07.1994 Repair ‘DISCHARGE DOOR’.
14.07.1994 Repair ‘DOOR COMPLETE’.
14.07.1994 Repair ‘DOOR LOCK MECHANISM’.
14.07.1994 Repair ‘DOOR OPENING MECHANISM’.
14.07.1994 Repair ‘DOOR SEAL’.
14.07.1994 Repair ‘ROOF BOARDS’.
14.07.1994 Repair ‘STEP’.
14.07.1994 Repair ‘TRAIN PIPE (END)’.
14.07.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.07.1994 Repair ‘WEAR PLATES & SADDLES’.
14.07.1994 Repair ‘WHEEL SET’.
09.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1995 Repair ‘BOGIE COMPLETE’.
09.10.1995 Repair ‘BOGIE WEAR PLATES’.
09.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1995 Repair ‘DOOR COMPLETE’.
09.10.1995 Repair ‘DOOR HINGES AND PINS’.

HAN 59

Details: wagon ‘HAN 59 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 02.11.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 02.09.1996
Last Triple Valve: 05.08.1994
Last Single Car Test: 11.10.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARERS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘BRAKE PULL ROD’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.10.1992 Repair ‘DOOR HINGES AND PINS’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘SIDE BEARER’.
06.10.1992 Repair ‘TOP CENTRE PLATE’.
06.10.1992 Repair ‘WEAR PLATES & SADDLES’.
06.10.1992 Repair ‘WHEEL SET’.
27.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1994 Repair ‘HAND RELEASE (AIR)’.
27.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1994 Repair ‘STRIKING CASTING’.
11.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1995 Repair ‘BOGIE COMPLETE’.
11.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1995 Repair ‘DOOR COMPLETE’.
11.10.1995 Repair ‘DOOR OPENING MECHANISM’.

HAN 60

Details: wagon ‘HAN 60 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 06.11.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG
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Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 28.06.1996
Last Single Car Test: 07.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1991 Repair ‘WHEEL SET’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.12.1992 Repair ‘WHEEL SET’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.01.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘DOOR COMPLETE’.
10.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Repair ‘YOKE COMPLETE’.
07.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1995 Repair ‘BOGIE COMPLETE’.
07.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1995 Repair ‘DOOR COMPLETE’.
07.09.1995 Repair ‘DOOR FRAME’.
07.09.1995 Repair ‘DRAFT GEAR POCKET’.
07.09.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.09.1995 Repair ‘SIDE BEARER’.
07.09.1995 Repair ‘TOP CENTRE PLATE’.
07.09.1995 Repair ‘WHEEL SET’.

HAN 61

Details: wagon ‘HAN 61 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 12.11.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 09.09.1996
Last Single Car Test: 06.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘BRANCH PIPE’.
23.01.1991 Repair ‘CARD OR CLIP HOLDER’.
23.01.1991 Repair ‘TRAIN PIPE’.
07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
30.05.1991 Repair ‘END BRAKE COCK’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘WHEEL SET’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.05.1992 Repair ‘WHEEL SET’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
06.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1995 Repair ‘BOGIE COMPLETE’.
06.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1995 Repair ‘DOOR COMPLETE’.
06.11.1995 Repair ‘DOOR HOPPER LOADING’.
06.11.1995 Repair ‘SIDE BEARER’.
06.11.1995 Repair ‘TOP CENTRE PLATE’.
06.11.1995 Repair ‘WHEEL SET’.
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HAN 62

Details: wagon ‘HAN 62 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 20.11.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 28.06.1995
Due Triple Valve: 17.01.1996
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
11.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1991 Repair ‘STEP’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE BLOCK RB95’.
11.11.1991 Repair ‘WHEEL SET’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘DOOR COMPLETE’.
22.10.1992 Repair ‘DOOR HINGES AND PINS’.
22.10.1992 Repair ‘WEAR PLATES & SADDLES’.
22.10.1992 Repair ‘WHEEL SET’.
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘DISCHARGE DOOR’.
26.03.1993 Repair ‘DOOR HOPPER LOADING’.
26.03.1993 Repair ‘TOP CENTRE PLATE’.

6555



2. TIMS GROUP INFORMATION - WAGONS

13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘COUPLER COMPLETE’.
13.05.1993 Repair ‘DOOR COMPLETE’.
13.05.1993 Repair ‘WHEEL SET’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘DOOR COMPLETE’.
19.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Repair ‘TOP CENTRE PLATE’.
19.10.1993 Repair ‘WEAR PLATES & SADDLES’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Repair ‘YOKE COMPLETE’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Repair ‘DOOR COMPLETE’.
22.12.1993 Repair ‘DOOR OPENING MECHANISM’.
22.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1993 Repair ‘YOKE COMPLETE’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE COMPLETE’.
03.06.1994 Repair ‘DISCHARGE DOOR’.
03.06.1994 Repair ‘DOOR COMPLETE’.
03.06.1994 Repair ‘DOOR OPENING MECHANISM’.
03.06.1994 Repair ‘DOOR SEAL’.
03.06.1994 Repair ‘WHEEL SET’.
11.08.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1994 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘BRAKE PULL ROD’.
11.08.1994 Repair ‘DOOR COMPLETE’.
11.08.1994 Repair ‘DOOR HOPPER LOADING’.
11.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1995 Repair ‘BOGIE COMPLETE’.
17.01.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1995 Repair ‘DISCHARGE DOOR’.
17.01.1995 Repair ‘DOOR COMPLETE’.
17.01.1995 Repair ‘DOOR HOPPER LOADING’.
17.01.1995 Repair ‘DOOR OPENING MECHANISM’.
17.01.1995 Repair ‘DOOR SEAL’.
17.01.1995 Repair ‘STEP’.
17.01.1995 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘BOGIE BOLSTER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
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28.06.1995 Repair ‘DRAFT GEAR POCKET’.
28.06.1995 Repair ‘SIDE BOARDS’.

HAN 63

Details: wagon ‘HAN 63 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 26.11.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.09.1996
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1991 Repair ‘WEAR PLATES & SADDLES’.
06.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BODY COMPLETE’.
06.08.1992 Repair ‘BODY COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRANCH PIPE’.
06.08.1992 Repair ‘BRANCH PIPE’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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06.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1992 Repair ‘DISCHARGE DOOR’.
06.08.1992 Repair ‘DISCHARGE DOOR’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘TRAIN PIPE’.
06.08.1992 Repair ‘TRAIN PIPE’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Repair ‘WHEEL SET’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘BRANCH PIPE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.12.1993 Repair ‘SIDE BEARER’.
06.12.1993 Repair ‘WEAR PLATES & SADDLES’.
06.12.1993 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE BOLSTER’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR HINGES AND PINS’.
09.08.1995 Repair ‘DOOR HOPPER LOADING’.
09.08.1995 Repair ‘DRAFT GEAR POCKET’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1995 Repair ‘SIDE BEARER’.
09.08.1995 Repair ‘YOKE CARRIER’.

HAN 64

Details: wagon ‘HAN 64 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 30.11.1973
Operating System: AN
Intended Use: GRAIN BULK
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BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Last Triple Valve: 09.08.1991
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE SPRING’.
09.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.08.1991 Repair ‘DOOR COMPLETE’.
09.08.1991 Repair ‘ROOF COMPLETE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘WHEEL SET’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BODY COMPLETE’.
14.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘WHEEL SET’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘DRAFT GEAR POCKET’.
17.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1992 Repair ‘END HOSE’.
17.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘DISCHARGE DOOR’.
23.03.1993 Repair ‘DOOR HOPPER LOADING’.
23.03.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE CONTROL PIPE’.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘DOOR COMPLETE’.
18.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1994 Repair ‘BOGIE COMPLETE’.
12.02.1994 Repair ‘BRAKE BLOCK RB95’.
12.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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12.02.1994 Repair ‘DISCHARGE DOOR’.
12.02.1994 Repair ‘DOOR HOPPER LOADING’.
12.02.1994 Repair ‘DOOR OPENING MECHANISM’.
12.02.1994 Repair ‘DOOR SEAL’.
12.02.1994 Repair ‘SIDE BEARER’.
12.02.1994 Repair ‘WHEEL SET’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE COMPLETE’.
19.07.1994 Repair ‘COUPLER COMPLETE’.
19.07.1994 Repair ‘DISCHARGE DOOR’.
19.07.1994 Repair ‘DOOR HOPPER LOADING’.
19.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1994 Repair ‘BOGIE COMPLETE’.
30.08.1994 Repair ‘DISCHARGE DOOR’.
30.08.1994 Repair ‘DOOR HOPPER LOADING’.
30.08.1994 Repair ‘DRAFT GEAR POCKET’.
30.08.1994 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.08.1994 Repair ‘END HOSE’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.

HAN 65

Details: wagon ‘HAN 65 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 04.12.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 18.09.1996
Last Triple Valve: 18.08.1993
Last Single Car Test: 03.02.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DISCHARGE DOOR’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.03.1991 Repair ‘TOP CENTRE PLATE’.
08.03.1991 Repair ‘WHEEL SET’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DISCHARGE DOOR’.
07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘DOOR COMPLETE’.
18.08.1993 Repair ‘DOOR HINGES AND PINS’.
18.08.1993 Repair ‘DRAFT GEAR POCKET’.
18.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1993 Repair ‘HANDRAILS END’.
18.08.1993 Repair ‘YOKE COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘COUPLER COMPLETE’.
28.09.1993 Repair ‘DOOR COMPLETE’.
28.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1993 Repair ‘END HOSE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘YOKE COMPLETE’.
03.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1995 Repair ‘BOGIE COMPLETE’.
03.02.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.02.1995 Repair ‘DOOR COMPLETE’.
03.02.1995 Repair ‘WHEEL SET’.

HAN 66

Details: wagon ‘HAN 66 Q’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 10.12.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 13.08.1996
Last Single Car Test: 21.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DISCHARGE DOOR’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BODY COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘DISCHARGE DOOR’.
03.04.1992 Repair ‘DOOR COVERING’.
03.04.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Repair ‘YOKE COMPLETE’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.08.1992 Repair ‘DOOR HOPPER LOADING’.
21.08.1992 Repair ‘TRANSOM’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘CARD OR CLIP HOLDER’.
02.03.1993 Repair ‘SIDE BEARER’.
02.03.1993 Repair ‘TOP CENTRE PLATE’.
02.03.1993 Repair ‘WEAR PLATES & SADDLES’.
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02.03.1993 Repair ‘YOKE FOLLOWER’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
12.04.1994 Repair ‘BRAKE LEVER’.
12.04.1994 Repair ‘BRAKE PULL ROD’.
12.04.1994 Repair ‘CARD OR CLIP HOLDER’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DISCHARGE DOOR’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR HINGES AND PINS’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘DOOR SEAL’.
12.04.1994 Repair ‘FLOOR SUPPORT’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1994 Repair ‘ROOF BOARDS’.
12.04.1994 Repair ‘SIDE STEP’.
12.04.1994 Repair ‘TRAIN PIPE (END)’.
12.04.1994 Repair ‘TRAIN PIPE’.
21.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1995 Repair ‘BOGIE COMPLETE’.
21.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1995 Repair ‘DOOR COMPLETE’.
21.09.1995 Repair ‘DOOR HOPPER LOADING’.

HAN 67

Details: wagon ‘HAN 67 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 13.12.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.04.1996
Last Single Car Test: 03.10.1995

6563



2. TIMS GROUP INFORMATION - WAGONS

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘DISCHARGE DOOR’.
05.02.1991 Repair ‘STEP’.
09.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘WHEEL SET’.
14.06.1991 Repair ‘YOKE COMPLETE’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘COUPLER COMPLETE’.
31.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1993 Repair ‘DOOR COMPLETE’.
31.08.1993 Repair ‘DOOR HINGES AND PINS’.
31.08.1993 Repair ‘DRAFT GEAR POCKET’.
31.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1993 Repair ‘STRIKING CASTING’.
31.08.1993 Repair ‘WHEEL SET’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
26.10.1993 Repair ‘DOOR COMPLETE’.
26.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1993 Repair ‘YOKE COMPLETE’.
14.04.1994 Repair ‘DOOR FRAME’.
14.04.1994 Repair ‘WHEEL SET’.
23.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1994 Repair ‘BOGIE COMPLETE’.
23.06.1994 Repair ‘DOOR COMPLETE’.
23.06.1994 Repair ‘DOOR HINGES AND PINS’.
23.06.1994 Repair ‘DOOR HOPPER LOADING’.
23.06.1994 Repair ‘DOOR OPENING MECHANISM’.
03.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1995 Repair ‘BOGIE COMPLETE’.
03.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.10.1995 Repair ‘DOOR COMPLETE’.
03.10.1995 Repair ‘DOOR HINGES AND PINS’.
03.10.1995 Repair ‘WHEEL SET’.

HAN 68

Details: wagon ‘HAN 68 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $17960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-16
Date Built: 17.12.1973
Operating System: AN
Intended Use: GRAIN BULK
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: AF SQ SV
Return to Service Date: 23.07.1996
Last Triple Valve: 23.08.1991
Last Single Car Test: 06.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1991 Repair ‘WHEEL SET’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1991 Repair ‘END COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘DOOR HINGES AND PINS’.
08.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘DOOR HINGES AND PINS’.
26.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘DOOR COMPLETE’.
13.08.1993 Repair ‘DOOR HOPPER LOADING’.
13.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘DISCHARGE DOOR’.
21.10.1994 Repair ‘DOOR COMPLETE’.
21.10.1994 Repair ‘DOOR LOCK MECHANISM’.
21.10.1994 Repair ‘DOOR SEAL’.
21.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1995 Repair ‘BOGIE BOLSTER’.
06.11.1995 Repair ‘BOGIE COMPLETE’.
06.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1995 Repair ‘DOOR COMPLETE’.
06.11.1995 Repair ‘DOOR HINGES AND PINS’.
06.11.1995 Repair ‘SIDE BEARER’.
06.11.1995 Repair ‘TOP CENTRE PLATE’.

2.312 Wagon classification starting with ‘HBN’

HBN 1

Details: wagon ‘HBN 1 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 24.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 25.09.1996
Last Single Car Test: 06.05.1993

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.
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14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘WHEEL SET’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘DISCHARGE DOOR’.
06.05.1993 Repair ‘DOOR COVERING’.
06.05.1993 Repair ‘WHEEL SET’.

HBN 2

Details: wagon ‘HBN 2 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 07.10.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 25.09.1996
Last Single Car Test: 22.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK RB95’.
23.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
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23.02.1993 Repair ‘BRAKE PIN’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘LASHING POINT’.
23.02.1993 Repair ‘WHEEL SET’.
22.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1995 Repair ‘BOGIE COMPLETE’.
22.08.1995 Repair ‘WHEEL SET’.

HBN 3

Details: wagon ‘HBN 3 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 16.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 11.10.1996
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘WHEEL SET’.
13.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘DOOR COMPLETE’.
13.04.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1995 Repair ‘WHEEL SET’.
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09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.

HBN 4

Details: wagon ‘HBN 4 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 03.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 10.10.1996
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘WHEEL SET’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.
09.11.1995 Repair ‘END FRAME MEMBER’.
09.11.1995 Repair ‘WHEEL SET’.
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HBN 5

Details: wagon ‘HBN 5 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 02.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 06.06.1996
Due Triple Valve: 23.07.1992
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.07.1991 Repair ‘STEP’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BODY COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘DOOR COMPLETE’.
25.03.1992 Repair ‘WHEEL SET’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BODY COMPLETE’.
12.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘DOOR COMPLETE’.
12.06.1992 Repair ‘WHEEL SET’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.

HBN 6

Details: wagon ‘HBN 6 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 02.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 11.10.1996
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘WHEEL SET’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘DOOR COMPLETE’.
24.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1993 Repair ‘LASHING POINT’.
24.08.1993 Repair ‘WHEEL SET’.
22.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1995 Repair ‘BOGIE COMPLETE’.
22.08.1995 Repair ‘END HOSE’.

6571



2. TIMS GROUP INFORMATION - WAGONS

22.08.1995 Repair ‘WHEEL SET’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.
09.11.1995 Repair ‘WHEEL SET’.

HBN 7

Details: wagon ‘HBN 7 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 07.10.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 17.11.1995
Last Single Car Test: 11.04.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘WHEEL SET’.
11.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1995 Repair ‘BOGIE BRAKE SHOE’.
11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘DOOR COMPLETE’.
11.04.1995 Repair ‘DOOR OPENING MECHANISM’.
11.04.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.04.1995 Repair ‘WHEEL SET’.

HBN 8

Details: wagon ‘HBN 8 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 30.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 25.09.1996
Last Triple Valve: 24.03.1992
Last Single Car Test: 25.01.1993

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1993 Repair ‘LASHING POINT’.
08.01.1993 Repair ‘WHEEL SET’.
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25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BRAKE BLOCK RB95’.
25.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
25.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1993 Repair ‘LASHING POINT’.
25.01.1993 Repair ‘WHEEL SET’.

HBN 9

Details: wagon ‘HBN 9 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 30.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 23.07.1996
Last Single Car Test: 22.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
22.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1995 Repair ‘BOGIE COMPLETE’.
22.08.1995 Repair ‘WHEEL SET’.

HBN 10

Details: wagon ‘HBN 10 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 03.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 09.11.1995
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘YOKE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘DISCHARGE DOOR’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1994 Repair ‘WHEEL SET’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.
09.11.1995 Repair ‘WHEEL SET’.
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HBN 11

Details: wagon ‘HBN 11 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-17
Date Built: 10.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Fleet Grp Code: OZ SQ SV
Return to Service Date: 22.12.1995
Due Triple Valve: 17.01.1992
Last Brake Cylinder: 17.01.1991
Last Single Car Test: 14.06.1994

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘BOGIE SIDEFRAME’.
17.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1991 Repair ‘TRAIN PIPE (END)’.
09.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE BEARERS’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1994 Repair ‘DOOR COMPLETE’.
14.06.1994 Repair ‘LASHING POINT’.
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2.313 Wagon classification starting with ‘HC’

HC 1

Details: wagon ‘HC 1 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 18.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12440
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W94
Date Built: 29.10.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QH
BSG Code: DTHB

Capacity of 42 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 10.04.1996
Last Single Car Test: 23.11.1993

01.03.1988 Alteration complete ‘FIT CENTRE COUPLERS. AIR BRAKE. B.K. 16T
BOGIES (H.P.) RECLASSIFY AS HC CLASS. (2097)’. New class: ‘HC’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE COMPLETE’.
19.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.06.1990 Repair ‘COUPLER COMPLETE’.
19.06.1990 Repair ‘DISCHARGE DOOR’.
19.06.1990 Repair ‘DISCHARGE DOOR’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘COUPLER COMPLETE’.
04.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1990 Repair ‘HANDBRAKE HANDLE’.
04.09.1990 Repair ‘STANCHION’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘COUPLER COMPLETE’.
18.09.1991 Repair ‘END BRAKE COCK’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘END BRAKE COCK’.
22.01.1992 Repair ‘END HOSE’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘COUPLER COMPLETE’.
23.01.1992 Repair ‘END BRAKE COCK’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘DISCHARGE DOOR’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘COUPLER COMPLETE’.
22.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1996 Repair ‘DISCHARGE DOOR’.

2.314 Wagon classification starting with ‘HCN’

HCN 1

Details: wagon ‘HCN 1 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.06.1996
Last Triple Valve: 10.02.1993
Last Single Car Test: 22.03.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BODY COMPLETE’.
12.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BODY COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.06.1992 Repair ‘DISCHARGE DOOR’.
26.06.1992 Repair ‘SIDE BEARER’.
26.06.1992 Repair ‘TOP CENTRE PLATE’.
26.06.1992 Repair ‘WHEEL SET’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘DOOR COMPLETE’.
17.10.1992 Repair ‘TRANSOM’.
17.10.1992 Repair ‘WHEEL SET’.
28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.02.1993 Repair ‘SIDE SILL’.
10.02.1993 Repair ‘WHEEL SET’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘DOOR COMPLETE’.
24.05.1993 Repair ‘SHUNT PAD’.
24.05.1993 Repair ‘TRAIN PIPE (END)’.
24.05.1993 Repair ‘WHEEL SET’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE LEVER’.
10.02.1994 Repair ‘DISCHARGE DOOR’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘DOOR OPENING MECHANISM’.
10.02.1994 Repair ‘DOOR SEAL’.
10.02.1994 Repair ‘END HOSE’.
10.02.1994 Repair ‘SIDE BEARER’.
10.02.1994 Repair ‘WHEEL SET’.
10.02.1994 Repair ‘YOKE COMPLETE’.
21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘DOOR COMPLETE’.
21.10.1994 Repair ‘SIDE BEARER’.
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22.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1995 Repair ‘BOGIE COMPLETE’.
22.03.1995 Repair ‘DOOR COMPLETE’.
22.03.1995 Repair ‘DOOR HOPPER LOADING’.
22.03.1995 Repair ‘EMPTY LOAD VALVE’.
22.03.1995 Repair ‘SIDE SILL’.

HCN 2

Details: wagon ‘HCN 2 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 16.08.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 22.01.1991
Last Single Car Test: 27.10.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘BOGIE SIDEFRAME’.
22.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1991 Repair ‘WHEEL SET’.
06.02.1991 Repair ‘WHEEL SET’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
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16.07.1991 Repair ‘END HOSE’.
16.07.1991 Repair ‘STEP’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BODY COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘DISCHARGE DOOR’.
03.04.1992 Repair ‘TOP CENTRE PLATE’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Repair ‘YOKE COMPLETE’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE SIDEFRAME’.
08.01.1993 Repair ‘BOGIE SPRING’.
08.01.1993 Repair ‘BRAKE BLOCK RB95’.
08.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.01.1993 Repair ‘STEP’.
08.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE SIDEFRAME’.
26.01.1993 Repair ‘BOGIE SPRING’.
26.01.1993 Repair ‘BRAKE BLOCK RB95’.
26.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1993 Repair ‘SIDE BEARER’.
26.01.1993 Repair ‘STEP’.
26.01.1993 Repair ‘TOP CENTRE PLATE’.
26.01.1993 Repair ‘WHEEL SET’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘BOGIE SIDEFRAME’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘COUPLER COMPLETE’.
04.11.1993 Repair ‘DOOR COMPLETE’.
04.11.1993 Repair ‘DOOR OPENING MECHANISM’.
04.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Repair ‘YOKE COMPLETE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘BRANCH PIPE’.
10.01.1994 Repair ‘DOOR COMPLETE’.
10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1994 Repair ‘BOGIE COMPLETE’.
12.02.1994 Repair ‘DOOR COMPLETE’.
12.02.1994 Repair ‘DOOR OPENING MECHANISM’.
12.02.1994 Repair ‘WHEEL SET’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘DOOR FRAME’.
27.10.1995 Repair ‘SHUNT PAD’.
27.10.1995 Repair ‘VEHICLE STENCILS’.
27.10.1995 Repair ‘WHEEL SET’.

HCN 3

Details: wagon ‘HCN 3 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 22.08.1996
Last Triple Valve: 26.03.1991
Last Single Car Test: 22.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRANCH PIPE’.
26.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.03.1991 Repair ‘DISCHARGE DOOR’.
26.03.1991 Repair ‘DOOR HOPPER LOADING’.
26.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Repair ‘SHUNT PAD’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘DISCHARGE DOOR’.
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07.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BODY COMPLETE’.
18.03.1992 Repair ‘BOGIE BOLSTER’.
18.03.1992 Repair ‘BOGIE SIDEFRAME’.
18.03.1992 Repair ‘WHEEL SET’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘DISCHARGE DOOR’.
24.05.1993 Repair ‘DOOR HOPPER LOADING’.
24.05.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.05.1993 Repair ‘WHEEL SET’.
14.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1994 Repair ‘BOGIE BEARERS’.
14.12.1994 Repair ‘BOGIE COMPLETE’.
14.12.1994 Repair ‘BOGIE WEAR PLATES’.
14.12.1994 Repair ‘DISCHARGE DOOR’.
14.12.1994 Repair ‘DOOR COMPLETE’.
14.12.1994 Repair ‘DOOR FRAME’.
14.12.1994 Repair ‘WHEEL SET’.
22.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1995 Repair ‘BOGIE BOLSTER’.
22.09.1995 Repair ‘BOGIE COMPLETE’.
22.09.1995 Repair ‘BOGIE SIDEFRAME’.
22.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1995 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1995 Repair ‘DOOR COMPLETE’.
22.09.1995 Repair ‘SIDE BEARER’.
22.09.1995 Repair ‘SIDE SILL’.
22.09.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1995 Repair ‘WEAR PLATES & SADDLES’.
22.09.1995 Repair ‘WHEEL SET’.

HCN 4

Details: wagon ‘HCN 4 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
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Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 02.11.1995
Last Triple Valve: 02.11.1995
Last Single Car Test: 02.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE CONTROL PIPE’.
14.12.1990 Repair ‘BRANCH PIPE’.
14.12.1990 Repair ‘DOOR FRAME’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘SHUNT PAD’.
14.12.1990 Repair ‘STEP’.
14.12.1990 Repair ‘TRAIN PIPE (END)’.
14.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.02.1991 Repair ‘WHEEL SET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BODY COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Repair ‘BRANCH PIPE’.
14.08.1991 Repair ‘LADDER’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘DISCHARGE DOOR’.
08.10.1991 Repair ‘DOOR COVERING’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BOLSTER’.
26.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
26.10.1993 Repair ‘BOGIE SIDEFRAME’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
26.10.1993 Repair ‘COUPLER KNUCKLE’.
26.10.1993 Repair ‘DOOR COMPLETE’.
26.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.10.1993 Repair ‘WHEEL SET’.
26.10.1993 Repair ‘YOKE COMPLETE’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Repair ‘DOOR COMPLETE’.
22.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1993 Repair ‘END BRAKE COCK’.
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22.12.1993 Repair ‘WEAR PLATES & SADDLES’.
22.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BRANCH PIPE’.
02.11.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘DOOR HOPPER LOADING’.
02.11.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.

HCN 5

Details: wagon ‘HCN 5 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 14.08.1996
Due Triple Valve: 08.07.1992
Last Triple Valve: 01.08.1991
Last Brake Cylinder: 08.09.1993
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE BEARERS’.
03.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1991 Repair ‘BRAKE LEVER’.
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03.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.07.1991 Repair ‘EMPTY LOAD VALVE’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1991 Repair ‘SHUNT PAD’.
03.07.1991 Repair ‘SIDE BEARER’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.08.1991 Repair ‘SIDE BEARER’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘SHUNT PAD’.
22.07.1993 Repair ‘STEP’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE CONTROL PIPE’.
08.09.1993 Repair ‘CENTRE SILL’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1993 Repair ‘SIDE BEARER’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BOGIE COMPLETE’.
20.12.1993 Repair ‘COUPLER COMPLETE’.
20.12.1993 Repair ‘DOOR COMPLETE’.
20.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Repair ‘YOKE COMPLETE’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘DOOR COMPLETE’.
27.09.1994 Repair ‘WHEEL SET’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘BRANCH PIPE’.
24.01.1995 Repair ‘CARD OR CLIP HOLDER’.
24.01.1995 Repair ‘DISCHARGE DOOR’.
24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘DOOR HOPPER LOADING’.
24.01.1995 Repair ‘DOOR OPENING MECHANISM’.
24.01.1995 Repair ‘END SILL’.
24.01.1995 Repair ‘ROOF BOARDS’.
24.01.1995 Repair ‘STEP’.
24.01.1995 Repair ‘TRAIN PIPE’.
24.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1995 Repair ‘VEHICLE STENCILS’.
24.01.1995 Repair ‘WHEEL SET’.
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09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR FRAME’.
09.08.1995 Repair ‘DOOR OPENING MECHANISM’.
09.08.1995 Repair ‘WHEEL SET’.

HCN 6

Details: wagon ‘HCN 6 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 05.03.1996
Last Single Car Test: 31.05.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE LEVER’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1991 Repair ‘SIDE BEARER’.
23.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR COMPLETE’.
21.04.1993 Repair ‘DOOR OPENING MECHANISM’.
21.04.1993 Repair ‘STEP’.
21.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1993 Repair ‘WHEEL SET’.
15.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1995 Repair ‘BOGIE COMPLETE’.
15.03.1995 Repair ‘BRAKE CONTROL PIPE’.
15.03.1995 Repair ‘DISCHARGE DOOR’.
15.03.1995 Repair ‘DOOR COMPLETE’.
15.03.1995 Repair ‘DOOR HOPPER LOADING’.
15.03.1995 Repair ‘DOOR OPENING MECHANISM’.
15.03.1995 Repair ‘SHUNT PAD’.
15.03.1995 Repair ‘STEP’.
15.03.1995 Repair ‘WHEEL SET’.
31.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1995 Repair ‘BOGIE COMPLETE’.
31.05.1995 Repair ‘DOOR COMPLETE’.
31.05.1995 Repair ‘HANDRAILS END’.
31.05.1995 Repair ‘SIDE SILL’.

HCN 7

Details: wagon ‘HCN 7 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 12.09.1996
Last Triple Valve: 04.04.1991
Last Brake Cylinder: 04.04.1991
Last Single Car Test: 13.04.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.04.1991 Repair ‘BRAKE CONTROL PIPE’.
04.04.1991 Repair ‘BRANCH PIPE’.
04.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘HOSE FITTINGS’.
04.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BEARERS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘END COMPLETE’.
22.08.1991 Repair ‘TOP CENTRE PLATE’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BODY COMPLETE’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘BRAKE LEVER’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
16.07.1992 Repair ‘DOOR COVERING’.
16.07.1992 Repair ‘END HOSE’.
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Repair ‘YOKE COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE CONTROL PIPE’.
29.10.1992 Repair ‘WHEEL SET’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE COMPLETE’.
25.05.1993 Repair ‘BRAKE LEVER’.
25.05.1993 Repair ‘BRAKE PULL ROD’.
25.05.1993 Repair ‘COUPLER COMPLETE’.
25.05.1993 Repair ‘DOOR COMPLETE’.
25.05.1993 Repair ‘END HOSE’.
25.05.1993 Repair ‘WHEEL SET’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.04.1994 Repair ‘WHEEL SET’.
12.04.1994 Repair ‘YOKE COMPLETE’.
13.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘COUPLER KNUCKLE’.
13.04.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.04.1995 Repair ‘DOOR COMPLETE’.
13.04.1995 Repair ‘DOOR HOPPER LOADING’.
13.04.1995 Repair ‘DRAFT GEAR POCKET’.
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13.04.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.04.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1995 Repair ‘WEAR PLATES & SADDLES’.
13.04.1995 Repair ‘YOKE COMPLETE’.

HCN 8

Details: wagon ‘HCN 8 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 30.05.1996
Last Triple Valve: 19.06.1991
Last Brake Cylinder: 24.05.1994
Last Single Car Test: 02.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.02.1991 Repair ‘WHEEL SET’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BEARERS’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘CENTRE SILL’.
19.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.06.1991 Repair ‘STEP’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘STEP’.
15.08.1991 Repair ‘TRAIN PIPE’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘BRANCH PIPE’.
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08.10.1991 Repair ‘TRAIN PIPE’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1994 Repair ‘TRAIN PIPE (END)’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘DOOR COMPLETE’.
06.07.1994 Repair ‘DOOR FRAME’.
06.07.1994 Repair ‘TOP CENTRE PLATE’.
03.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1994 Repair ‘BOGIE COMPLETE’.
03.11.1994 Repair ‘DISCHARGE DOOR’.
03.11.1994 Repair ‘DOOR COMPLETE’.
03.11.1994 Repair ‘DOOR OPENING MECHANISM’.
03.11.1994 Repair ‘DOOR SEAL’.
03.11.1994 Repair ‘WHEEL SET’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE BOLSTER’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BOGIE SIDEFRAME’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘HANDBRAKE HANDLE’.
02.11.1995 Repair ‘SIDE BOARDS’.
02.11.1995 Repair ‘STEP’.
02.11.1995 Repair ‘WEAR PLATES & SADDLES’.

HCN 9

Details: wagon ‘HCN 9 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 26.07.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 12.06.1992
Last Single Car Test: 28.10.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.11.1990 Repair ‘LADDER’.
29.11.1990 Repair ‘LADDER’.
29.11.1990 Repair ‘LADDER’.
29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
07.02.1991 Repair ‘WHEEL SET’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COUPLER COMPLETE’.
16.05.1991 Repair ‘DISCHARGE DOOR’.
16.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
16.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘DISCHARGE DOOR’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘LADDER’.
03.06.1991 Repair ‘STEP’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘STEP’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1992 Repair ‘DISCHARGE DOOR’.
07.01.1992 Repair ‘SIDE BEARER’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.06.1992 Repair ‘BOGIE WEAR PLATES’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE CONTROL PIPE’.
12.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.06.1992 Repair ‘EMPTY LOAD VALVE’.
12.06.1992 Repair ‘TRAIN PIPE’.
12.06.1992 Repair ‘TRAIN PIPE’.
12.06.1992 Repair ‘WHEEL SET’.
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10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BOLSTER’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘DOOR HOPPER LOADING’.
10.03.1993 Repair ‘LADDER’.
10.03.1993 Repair ‘SIDE SILL’.
10.03.1993 Repair ‘STEP’.
28.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1995 Repair ‘BOGIE COMPLETE’.
28.10.1995 Repair ‘DOOR COMPLETE’.
28.10.1995 Repair ‘DOOR HOPPER LOADING’.
28.10.1995 Repair ‘END SILL’.
28.10.1995 Repair ‘HANDRAILS END’.
28.10.1995 Repair ‘SIDE BEARER’.
28.10.1995 Repair ‘STEP’.

HCN 10

Details: wagon ‘HCN 10 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 31.07.1996
Last Triple Valve: 21.03.1991
Last Brake Cylinder: 24.09.1993
Last Single Car Test: 30.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1991 Repair ‘BRANCH PIPE’.
21.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.03.1991 Repair ‘SIDE BEARER’.
21.03.1991 Repair ‘YOKE COMPLETE’.
21.03.1991 Repair ‘YOKE COMPLETE’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BODY COMPLETE’.
24.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘DOOR COMPLETE’.
24.03.1992 Repair ‘WHEEL SET’.
20.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1992 Repair ‘WHEEL SET’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE COMPLETE’.
24.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE CONTROL PIPE’.
05.11.1993 Repair ‘BRANCH PIPE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BEARERS’.
06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
06.12.1993 Repair ‘DOOR SEAL’.
06.12.1993 Repair ‘YOKE COMPLETE’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘DOOR HOPPER LOADING’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘DOOR SEAL’.
06.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.01.1994 Repair ‘SIDE BEARER’.
06.01.1994 Repair ‘SIDE BOARDS’.
06.01.1994 Repair ‘UNDERFRAME COMPLETE’.
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘YOKE COMPLETE’.
11.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘DOOR COMPLETE’.
11.04.1995 Repair ‘DOOR FRAME’.
11.04.1995 Repair ‘DRAFT GEAR POCKET’.
11.04.1995 Repair ‘SIDE BEARER’.
11.04.1995 Repair ‘STEP’.
30.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1995 Repair ‘BOGIE COMPLETE’.
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30.10.1995 Repair ‘COUPLER COMPLETE’.
30.10.1995 Repair ‘DOOR COMPLETE’.
30.10.1995 Repair ‘DOOR HOPPER LOADING’.
30.10.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.10.1995 Repair ‘WHEEL SET’.
30.10.1995 Repair ‘YOKE COMPLETE’.

HCN 11

Details: wagon ‘HCN 11 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 06.05.1996
Last Triple Valve: 26.06.1991
Last Brake Cylinder: 26.06.1991
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
06.02.1991 Repair ‘WHEEL SET’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BEARERS’.
26.06.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRAKE CONTROL PIPE’.
26.06.1991 Repair ‘BRANCH PIPE’.
26.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.06.1991 Repair ‘DOOR COMPLETE’.
26.06.1991 Repair ‘EMPTY LOAD VALVE’.

6595



2. TIMS GROUP INFORMATION - WAGONS

26.06.1991 Repair ‘END BRAKE COCK’.
26.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1991 Repair ‘ISOLATING COCK’.
26.06.1991 Repair ‘NYLON HOSE’.
26.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘END COMPLETE’.
27.08.1991 Repair ‘SHUNT PAD’.
27.08.1991 Repair ‘YOKE COMPLETE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘DISCHARGE DOOR’.
24.09.1991 Repair ‘DOOR HOPPER LOADING’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘DOOR COMPLETE’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘DISCHARGE DOOR’.
15.09.1993 Repair ‘DOOR COMPLETE’.
15.09.1993 Repair ‘DOOR HINGES AND PINS’.
15.09.1993 Repair ‘DOOR HOPPER LOADING’.
15.09.1993 Repair ‘DOOR OPENING MECHANISM’.
15.09.1993 Repair ‘DOOR SEAL’.
15.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.09.1993 Repair ‘END SILL’.
15.09.1993 Repair ‘NYLON HOSE’.
15.09.1993 Repair ‘SIDE BEARER’.
15.09.1993 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR HOPPER LOADING’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1995 Repair ‘LADDER’.
09.08.1995 Repair ‘YOKE COMPLETE’.

HCN 12

Details: wagon ‘HCN 12 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 10.07.1996
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

02.04.1991 Repair ‘DISCHARGE DOOR’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE SPRING’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARERS’.
05.11.1992 Repair ‘BOGIE SPRING’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘DOOR HINGES AND PINS’.
05.11.1992 Repair ‘DOOR LOCK MECHANISM’.
05.11.1992 Repair ‘SHUNT PAD’.
05.11.1992 Repair ‘WHEEL SET’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘DOOR COMPLETE’.
13.08.1993 Repair ‘DOOR HOPPER LOADING’.
13.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.08.1993 Repair ‘SIDE BEARER’.
13.08.1993 Repair ‘TOP CENTRE PLATE’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR COVERING’.
28.06.1995 Repair ‘DOOR HINGES AND PINS’.
28.06.1995 Repair ‘DRAFT GEAR POCKET’.
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28.06.1995 Repair ‘ROOF BOARDS’.
28.06.1995 Repair ‘TRANSOM’.

HCN 13

Details: wagon ‘HCN 13 W’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 24.05.1996
Last Triple Valve: 28.01.1992
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BODY COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.01.1991 Repair ‘WHEEL SET’.
07.02.1991 Repair ‘WHEEL SET’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘DISCHARGE DOOR’.
15.05.1991 Repair ‘DOOR OPENING MECHANISM’.
15.05.1991 Repair ‘END BRAKE COCK’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

6598



2.314. Wagon classification starting with ‘HCN’

12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘WHEEL SET’.
01.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1995 Repair ‘DOOR COMPLETE’.
01.03.1995 Repair ‘DRAFT GEAR POCKET’.
01.03.1995 Repair ‘SIDE SILL’.
01.03.1995 Repair ‘TRANSOM’.
01.03.1995 Repair ‘WEAR PLATES & SADDLES’.
01.03.1995 Repair ‘YOKE CARRIER’.
01.03.1995 Repair ‘YOKE COMPLETE’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR HINGES AND PINS’.
28.06.1995 Repair ‘END HOSE’.
28.06.1995 Repair ‘LADDER’.
28.06.1995 Repair ‘ROOF BOARDS’.

HCN 14

Details: wagon ‘HCN 14 X’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 11.06.1996
Last Triple Valve: 15.04.1991
Last Brake Cylinder: 08.09.1993
Last Single Car Test: 17.03.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BEARERS’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.04.1991 Repair ‘BRAKE CONTROL PIPE’.
15.04.1991 Repair ‘BRAKE LEVER’.
15.04.1991 Repair ‘BRANCH PIPE’.
15.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.04.1991 Repair ‘DISCHARGE DOOR’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘END BRAKE COCK’.
15.04.1991 Repair ‘TRAIN PIPE (END)’.
15.04.1991 Repair ‘TRAIN PIPE’.
15.04.1991 Repair ‘WHEEL SET’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DOOR OPENING MECHANISM’.
15.08.1991 Repair ‘ROOF BOARDS’.
15.08.1991 Repair ‘YOKE COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘DOOR COVERING’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BODY COMPLETE’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRANCH PIPE’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘SIDE BEARER’.
02.07.1992 Repair ‘TOP CENTRE PLATE’.
02.07.1992 Repair ‘WHEEL SET’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘BRAKE PULL ROD’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1993 Repair ‘WHEEL SET’.

6600



2.314. Wagon classification starting with ‘HCN’

10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1994 Repair ‘DISCHARGE DOOR’.
10.02.1994 Repair ‘DOOR COMPLETE’.
10.02.1994 Repair ‘DOOR OPENING MECHANISM’.
10.02.1994 Repair ‘DOOR SEAL’.
17.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1995 Repair ‘BODY COMPLETE’.
17.03.1995 Repair ‘BOGIE COMPLETE’.
17.03.1995 Repair ‘DISCHARGE DOOR’.
17.03.1995 Repair ‘DOOR COMPLETE’.
17.03.1995 Repair ‘DOOR HOPPER LOADING’.
17.03.1995 Repair ‘DOOR OPENING MECHANISM’.
17.03.1995 Repair ‘DRAFT GEAR POCKET’.
17.03.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.03.1995 Repair ‘SHUNT PAD’.
17.03.1995 Repair ‘TRAIN PIPE (END)’.
17.03.1995 Repair ‘WHEEL SET’.
17.03.1995 Repair ‘YOKE COMPLETE’.

HCN 15

Details: wagon ‘HCN 15 R’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 08.08.1996
Last Triple Valve: 29.10.1992
Last Brake Cylinder: 29.10.1992
Last Single Car Test: 09.08.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE SIDEFRAME’.
07.01.1992 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE CONTROL PIPE’.
29.10.1992 Repair ‘BRAKE LEVER’.
29.10.1992 Repair ‘BRANCH PIPE’.
29.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.10.1992 Repair ‘EMPTY LOAD VALVE’.
29.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BRAKE PULL ROD’.
14.09.1993 Repair ‘DISCHARGE DOOR’.
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1993 Repair ‘SIDE BEARER’.
14.09.1993 Repair ‘WHEEL SET’.
22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘DOOR COMPLETE’.
24.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1995 Repair ‘BOGIE COMPLETE’.
24.03.1995 Repair ‘BRANCH PIPE’.
24.03.1995 Repair ‘DOOR COMPLETE’.
24.03.1995 Repair ‘DOOR HOPPER LOADING’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR HOPPER LOADING’.
09.08.1995 Repair ‘DRAFT GEAR POCKET’.
09.08.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1995 Repair ‘HANDBRAKE HANDLE’.
09.08.1995 Repair ‘TRANSOM’.
09.08.1995 Repair ‘YOKE CARRIER’.
09.08.1995 Repair ‘YOKE COMPLETE’.
09.08.1995 Repair ‘YOKE FOLLOWER’.
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HCN 16

Details: wagon ‘HCN 16 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.08.1996
Last Single Car Test: 02.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARINGS’.
05.11.1992 Repair ‘BOGIE SIDEFRAME’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1993 Repair ‘STEP’.
14.09.1993 Repair ‘WHEEL SET’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘DOOR COMPLETE’.
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10.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BOGIE COMPLETE’.
05.02.1994 Repair ‘DOOR COMPLETE’.
05.02.1994 Repair ‘WHEEL SET’.
10.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1995 Repair ‘BOGIE COMPLETE’.
10.03.1995 Repair ‘BOGIE SIDEFRAME’.
10.03.1995 Repair ‘DISCHARGE DOOR’.
10.03.1995 Repair ‘DOOR COMPLETE’.
10.03.1995 Repair ‘DOOR HOPPER LOADING’.
10.03.1995 Repair ‘DOOR SEAL’.
10.03.1995 Repair ‘SIDE BEARER’.
10.03.1995 Repair ‘TRANSOM’.
10.03.1995 Repair ‘WHEEL SET’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE BOLSTER’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BOGIE SIDEFRAME’.
02.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘SIDE BEARER’.

HCN 17

Details: wagon ‘HCN 17 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 28.06.1995
Last Brake Cylinder: 11.11.1994
Last Single Car Test: 28.06.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘LADDER’.
15.08.1991 Repair ‘SHUNT PAD’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘DISCHARGE DOOR’.
10.10.1991 Repair ‘YOKE COMPLETE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘DOOR COMPLETE’.
29.10.1992 Repair ‘EMPTY LOAD VALVE’.
29.10.1992 Repair ‘SIDE BEARER’.
29.10.1992 Repair ‘WHEEL SET’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘DISCHARGE DOOR’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRAKE CONTROL PIPE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘DOOR HINGES AND PINS’.
30.09.1993 Repair ‘DOOR HOPPER LOADING’.
30.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1993 Repair ‘SIDE BEARER’.
30.09.1993 Repair ‘WHEEL SET’.
30.09.1993 Repair ‘YOKE COMPLETE’.
30.09.1993 Repair ‘YOKE COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘COUPLER COMPLETE’.
12.10.1993 Repair ‘DOOR COMPLETE’.
12.10.1993 Repair ‘DOOR SEAL’.
12.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1993 Repair ‘STEP’.
12.10.1993 Repair ‘YOKE COMPLETE’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Repair ‘DOOR COMPLETE’.
22.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1993 Repair ‘STEP’.
22.12.1993 Repair ‘TOP CENTRE PLATE’.
22.12.1993 Repair ‘WHEEL SET’.
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22.12.1993 Repair ‘YOKE COMPLETE’.
18.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1994 Repair ‘BOGIE COMPLETE’.
18.06.1994 Repair ‘DOOR COMPLETE’.
18.06.1994 Repair ‘WHEEL SET’.
22.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1994 Repair ‘BOGIE COMPLETE’.
22.06.1994 Repair ‘DOOR COMPLETE’.
22.06.1994 Repair ‘GRADE CONTROL VALVE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘DOOR COMPLETE’.
11.11.1994 Repair ‘DOOR FRAME’.
11.11.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1994 Repair ‘SHUNT PAD’.
11.11.1994 Repair ‘SIDE SILL’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘END SILL’.
28.06.1995 Repair ‘SIDE BEARER’.

HCN 18

Details: wagon ‘HCN 18 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 02.02.1996
Due Triple Valve: 05.12.1991
Last Triple Valve: 09.08.1991
Last Single Car Test: 12.09.1995
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2.314. Wagon classification starting with ‘HCN’

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘SHUNT PAD’.
05.12.1990 Repair ‘STEP’.
07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘DISCHARGE DOOR’.
21.05.1991 Repair ‘DOOR OPENING MECHANISM’.
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE SPRING’.
09.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.08.1991 Repair ‘COUPLER COMPLETE’.
09.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.08.1991 Repair ‘END COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BODY COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DOOR FRAME’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Repair ‘YOKE COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘DOOR OPENING MECHANISM’.
10.02.1993 Repair ‘HANDBRAKE HANDLE’.
10.02.1993 Repair ‘LADDER’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘DISCHARGE DOOR’.
26.05.1993 Repair ‘DOOR HOPPER LOADING’.
26.05.1993 Repair ‘WHEEL SET’.
12.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1995 Repair ‘BOGIE COMPLETE’.
12.09.1995 Repair ‘COUPLER COMPLETE’.
12.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1995 Repair ‘DOOR COMPLETE’.
12.09.1995 Repair ‘DOOR HOPPER LOADING’.
12.09.1995 Repair ‘SHUNT PAD’.
12.09.1995 Repair ‘WEAR PLATES & SADDLES’.
12.09.1995 Repair ‘WHEEL SET’.

HCN 19

Details: wagon ‘HCN 19 H’ in AN ‘Eyre Peninsula Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.07.1996
Due Triple Valve: 17.10.1996
Last Single Car Test: 29.06.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
07.02.1991 Repair ‘SIDE BEARER’.
07.02.1991 Repair ‘WHEEL SET’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘SIDE BEARER’.
11.04.1991 Repair ‘TOP CENTRE PLATE’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘FLOOR SUPPORT’.
21.11.1991 Repair ‘SIDE BEARER’.
21.11.1991 Repair ‘TOP CENTRE PLATE’.
14.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1992 Repair ‘BOGIE BOLSTER’.
14.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
14.11.1992 Repair ‘BOGIE SIDEFRAME’.
14.11.1992 Repair ‘BRAKE BLOCK RB95’.
14.11.1992 Repair ‘DOOR COMPLETE’.
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14.11.1992 Repair ‘WHEEL SET’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘SIDE BEARER’.
10.12.1992 Repair ‘STEP’.
10.12.1992 Repair ‘WHEEL SET’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘STEP’.
13.04.1993 Repair ‘TOP CENTRE PLATE’.
13.04.1993 Repair ‘TRANSOM’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘ROOF BOARDS’.
19.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1994 Repair ‘BOGIE BOLSTER’.
19.02.1994 Repair ‘BOGIE COMPLETE’.
19.02.1994 Repair ‘BOGIE SIDEFRAME’.
19.02.1994 Repair ‘COUPLER COMPLETE’.
19.02.1994 Repair ‘DOOR COMPLETE’.
19.02.1994 Repair ‘SIDE BEARER’.
19.02.1994 Repair ‘WHEEL SET’.
19.02.1994 Repair ‘YOKE COMPLETE’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BOGIE COMPLETE’.
28.04.1994 Repair ‘BRAKE LEVER’.
28.04.1994 Repair ‘DOOR COMPLETE’.
28.04.1994 Repair ‘SIDE SILL’.
29.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1995 Repair ‘DOOR COMPLETE’.
29.06.1995 Repair ‘DOOR HINGES AND PINS’.
29.06.1995 Repair ‘ROOF BOARDS’.
29.06.1995 Repair ‘WEAR PLATES & SADDLES’.
29.06.1995 Repair ‘YOKE CARRIER’.
29.06.1995 Repair ‘YOKE SUPPORT PLATE LINER’.

HCN 20

Details: wagon ‘HCN 20 D’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $29700
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
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Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 40 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.09.1996
Last Triple Valve: 06.08.1991
Last Single Car Test: 04.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘STEP’.
29.11.1990 Repair ‘STEP’.
29.11.1990 Repair ‘STEP’.
29.11.1990 Repair ‘STEP’.
05.02.1991 Repair ‘WHEEL SET’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BOLSTER’.
16.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘SIDE BEARER’.
16.05.1991 Repair ‘STEP’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.08.1991 Repair ‘DISCHARGE DOOR’.
06.08.1991 Repair ‘GRADE CONTROL VALVE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE LEVER’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DISCHARGE DOOR’.
15.08.1991 Repair ‘ROOF BOARDS’.
15.08.1991 Repair ‘YOKE COMPLETE’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘END FRAME MEMBER’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BODY COMPLETE’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘DOOR HINGES AND PINS’.
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08.07.1992 Repair ‘END SILL’.
08.07.1992 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘WHEEL SET’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘DOOR COMPLETE’.
21.06.1994 Repair ‘TRANSOM’.
21.06.1994 Repair ‘WHEEL SET’.
21.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1995 Repair ‘BOGIE BOLSTER’.
21.02.1995 Repair ‘BOGIE COMPLETE’.
21.02.1995 Repair ‘COUPLER COMPLETE’.
21.02.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1995 Repair ‘DOOR COMPLETE’.
21.02.1995 Repair ‘DRAFT GEAR POCKET’.
21.02.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1995 Repair ‘SIDE BEARER’.
21.02.1995 Repair ‘STEP’.
21.02.1995 Repair ‘STRIKING CASTING’.
21.02.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1995 Repair ‘WEAR PLATES & SADDLES’.
21.02.1995 Repair ‘YOKE COMPLETE’.
04.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1995 Repair ‘BOGIE COMPLETE’.
04.10.1995 Repair ‘BOGIE WEAR PLATES’.
04.10.1995 Repair ‘DOOR COMPLETE’.

HCN 21

Details: wagon ‘HCN 21 M’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 25.09.1996
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.02.1991 Repair ‘WHEEL SET’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE CONTROL PIPE’.
23.07.1993 Repair ‘BRANCH PIPE’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘DOOR COMPLETE’.
23.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE BOLSTER’.
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘BRAKE LEVER’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘DOOR HOPPER LOADING’.
18.03.1994 Repair ‘SHUNT PAD’.
18.03.1994 Repair ‘SIDE SILL’.
18.03.1994 Repair ‘WHEEL SET’.
09.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1995 Repair ‘BOGIE BEARERS’.
09.01.1995 Repair ‘BOGIE BOLSTER’.
09.01.1995 Repair ‘BOGIE COMPLETE’.
09.01.1995 Repair ‘BOGIE SIDEFRAME’.
09.01.1995 Repair ‘DOOR COMPLETE’.
09.01.1995 Repair ‘DOOR FRAME’.
09.01.1995 Repair ‘STEP’.
09.01.1995 Repair ‘WHEEL SET’.
11.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1995 Repair ‘BOGIE BEARERS’.
11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘DOOR COMPLETE’.
11.04.1995 Repair ‘DOOR FRAME’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE BEARERS’.
09.08.1995 Repair ‘BOGIE BOLSTER’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR FRAME’.
09.08.1995 Repair ‘END HOSE’.
09.08.1995 Repair ‘LADDER’.
09.08.1995 Repair ‘SIDE BEARER’.
09.08.1995 Repair ‘WHEEL SET’.
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HCN 22

Details: wagon ‘HCN 22 V’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 31.07.1996
Last Triple Valve: 10.04.1991
Last Single Car Test: 28.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1991 Repair ‘BRANCH PIPE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.04.1991 Repair ‘TRAIN PIPE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘LADDER’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘DOOR HOPPER LOADING’.
23.06.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘SHUNT PAD’.
23.06.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
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22.10.1993 Repair ‘BRAKE CONTROL PIPE’.
22.10.1993 Repair ‘BRANCH PIPE’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘DOOR COMPLETE’.
22.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1993 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘YOKE COMPLETE’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘DOOR COMPLETE’.
12.04.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1994 Repair ‘EMPTY LOAD VALVE’.
12.04.1994 Repair ‘STEP’.
24.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1995 Repair ‘BOGIE COMPLETE’.
24.03.1995 Repair ‘DOOR COMPLETE’.
24.03.1995 Repair ‘DOOR HOPPER LOADING’.
24.03.1995 Repair ‘SIDE BEARER’.
28.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1995 Repair ‘BOGIE COMPLETE’.
28.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1995 Repair ‘DOOR COMPLETE’.
28.09.1995 Repair ‘DOOR HOPPER LOADING’.
28.09.1995 Repair ‘SIDE BEARER’.
28.09.1995 Repair ‘WHEEL SET’.

HCN 23

Details: wagon ‘HCN 23 H’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes
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Fleet Grp Code: SQ SV
Return to Service Date: 09.08.1995
Last Triple Valve: 20.03.1991
Last Brake Cylinder: 22.09.1993
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘BRANCH PIPE’.
20.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘COUPLER KNUCKLE’.
13.06.1991 Repair ‘SIDE BEARER’.
13.06.1991 Repair ‘STEP’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1991 Repair ‘YOKE COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BODY COMPLETE’.
01.09.1992 Repair ‘BOGIE SIDEFRAME’.
01.09.1992 Repair ‘DOOR COVERING’.
01.09.1992 Repair ‘END FRAME MEMBER’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE CONTROL PIPE’.
22.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1993 Repair ‘CENTRE SILL’.
22.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1993 Repair ‘DISCHARGE DOOR’.
22.09.1993 Repair ‘DOOR COMPLETE’.
22.09.1993 Repair ‘DOOR OPENING MECHANISM’.
22.09.1993 Repair ‘DOOR SEAL’.
22.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1993 Repair ‘SIDE BEARER’.
22.09.1993 Repair ‘TRANSOM’.
22.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
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22.09.1993 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
07.10.1993 Repair ‘COUPLER COMPLETE’.
07.10.1993 Repair ‘DOOR COMPLETE’.
07.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1993 Repair ‘SIDE BEARER’.
07.10.1993 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘YOKE COMPLETE’.
01.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘DOOR COMPLETE’.
01.03.1995 Repair ‘END BRAKE COCK’.
01.03.1995 Repair ‘WEAR PLATES & SADDLES’.
01.03.1995 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1995 Repair ‘DOOR COMPLETE’.
09.08.1995 Repair ‘DOOR FRAME’.
09.08.1995 Repair ‘LADDER’.

HCN 24

Details: wagon ‘HCN 24 Q’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 04.06.1996
Due Triple Valve: 17.10.1996
Last Triple Valve: 20.12.1990
Last Single Car Test: 30.05.1995
Last Lift: 17.10.1986
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.12.1990 Repair ‘BRAKE CONTROL PIPE’.
20.12.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.12.1990 Repair ‘DISCHARGE DOOR’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘END BRAKE COCK’.
20.12.1990 Repair ‘ISOLATING COCK’.
20.12.1990 Repair ‘SHUNT PAD’.
20.12.1990 Repair ‘TRAIN PIPE’.
07.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
30.05.1991 Repair ‘END BRAKE COCK’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1991 Repair ‘LADDER’.
15.08.1991 Repair ‘SIDE STEP’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE COMPLETE’.
08.11.1991 Repair ‘TRANSOM’.
08.11.1991 Repair ‘WHEEL SET’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BOGIE FRICTION WEDGE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘STEP’.
15.09.1992 Repair ‘TOP CENTRE PLATE’.
15.09.1992 Repair ‘TRANSOM’.
15.09.1992 Repair ‘WHEEL SET’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Repair ‘WHEEL SET’.
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘BRANCH PIPE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘DOOR HOPPER LOADING’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1993 Repair ‘COUPLER COMPLETE’.
25.08.1993 Repair ‘DISCHARGE DOOR’.
25.08.1993 Repair ‘DOOR COMPLETE’.
25.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘COUPLER COMPLETE’.
14.10.1993 Repair ‘DOOR COMPLETE’.
14.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Repair ‘YOKE COMPLETE’.
21.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1995 Repair ‘BOGIE COMPLETE’.
21.03.1995 Repair ‘BRAKE CONTROL PIPE’.
21.03.1995 Repair ‘DOOR COMPLETE’.
21.03.1995 Repair ‘DOOR HINGES AND PINS’.
21.03.1995 Repair ‘DOOR HOPPER LOADING’.
21.03.1995 Repair ‘LADDER’.
30.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1995 Repair ‘BOGIE BOLSTER’.
30.05.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1995 Repair ‘BOGIE COMPLETE’.
30.05.1995 Repair ‘BOGIE SIDEFRAME’.
30.05.1995 Repair ‘DOOR COMPLETE’.
30.05.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1995 Repair ‘WHEEL SET’.

HCN 25

Details: wagon ‘HCN 25 C’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 24.07.1996
Last Triple Valve: 11.01.1991
Last Single Car Test: 02.11.1995
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2.314. Wagon classification starting with ‘HCN’

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE CONTROL PIPE’.
11.01.1991 Repair ‘BRANCH PIPE’.
11.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1991 Repair ‘WHEEL SET’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘WHEEL SET’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK RB95’.
23.02.1993 Repair ‘COUPLER COMPLETE’.
23.02.1993 Repair ‘SIDE BEARER’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE BOLSTER’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BOGIE SIDEFRAME’.
06.05.1994 Repair ‘DISCHARGE DOOR’.
06.05.1994 Repair ‘DOOR COMPLETE’.
06.05.1994 Repair ‘DOOR HOPPER LOADING’.
06.05.1994 Repair ‘SHUNT PAD’.
06.05.1994 Repair ‘WHEEL SET’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1994 Repair ‘BOGIE SIDEFRAME’.
03.06.1994 Repair ‘COUPLER TRIGGER LEVER’.
03.06.1994 Repair ‘DOOR COMPLETE’.
03.06.1994 Repair ‘DOOR HOPPER LOADING’.
03.06.1994 Repair ‘WHEEL SET’.
07.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1994 Repair ‘BOGIE COMPLETE’.
07.11.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1994 Repair ‘DISCHARGE DOOR’.
07.11.1994 Repair ‘DOOR HOPPER LOADING’.
07.11.1994 Repair ‘DOOR OPENING MECHANISM’.
07.11.1994 Repair ‘STEP’.
07.11.1994 Repair ‘WHEEL SET’.
02.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1995 Repair ‘BOGIE BOLSTER’.
02.11.1995 Repair ‘BOGIE COMPLETE’.
02.11.1995 Repair ‘BOGIE SIDEFRAME’.
02.11.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1995 Repair ‘DOOR COMPLETE’.
02.11.1995 Repair ‘WHEEL SET’.
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HCN 26

Details: wagon ‘HCN 26 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.06.1996
Last Triple Valve: 17.02.1993
Last Single Car Test: 09.08.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BEARERS’.
30.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.08.1991 Repair ‘DOOR HOPPER LOADING’.
30.08.1991 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BODY COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘DISCHARGE DOOR’.
10.04.1992 Repair ‘DOOR COVERING’.
10.04.1992 Repair ‘WHEEL SET’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘DOOR COMPLETE’.
29.10.1992 Repair ‘SIDE BEARER’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

6620



2.314. Wagon classification starting with ‘HCN’

17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘TRAIN PIPE (END)’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘COUPLER COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘DOOR FRAME’.
28.05.1993 Repair ‘DOOR HOPPER LOADING’.
28.05.1993 Repair ‘DOOR OPENING MECHANISM’.
28.05.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘DISCHARGE DOOR’.
14.09.1993 Repair ‘DISCHARGE DOOR’.
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘DOOR FRAME’.
14.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1993 Repair ‘END HOSE’.
14.09.1993 Repair ‘END SILL’.
14.09.1993 Repair ‘SHUNT PAD’.
14.09.1993 Repair ‘STEP’.
14.09.1993 Repair ‘WHEEL SET’.
09.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1995 Repair ‘BOGIE COMPLETE’.
09.08.1995 Repair ‘BOGIE SIDEFRAME’.
09.08.1995 Repair ‘WHEEL SET’.

HCN 27

Details: wagon ‘HCN 27 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

6621



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: SQ SV
Return to Service Date: 24.01.1996
Last Triple Valve: 20.11.1991
Last Single Car Test: 30.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.08.1991 Repair ‘BRAKE CONTROL PIPE’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE COMPLETE’.
20.11.1991 Repair ‘BRAKE CONTROL PIPE’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘BRANCH PIPE’.
20.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘NYLON HOSE’.
20.11.1991 Repair ‘TRAIN PIPE (END)’.
20.11.1991 Repair ‘WHEEL SET’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE WEAR PLATES’.
08.07.1992 Repair ‘DISCHARGE DOOR’.
08.07.1992 Repair ‘DOOR HOPPER LOADING’.
08.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘DOOR COMPLETE’.
04.05.1994 Repair ‘DOOR HOPPER LOADING’.
16.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1995 Repair ‘BOGIE COMPLETE’.
16.03.1995 Repair ‘DISCHARGE DOOR’.
16.03.1995 Repair ‘DOOR COMPLETE’.
16.03.1995 Repair ‘DOOR HOPPER LOADING’.
16.03.1995 Repair ‘DOOR OPENING MECHANISM’.
16.03.1995 Repair ‘DOOR SEAL’.
16.03.1995 Repair ‘SIDE BEARER’.
16.03.1995 Repair ‘WEAR PLATES & SADDLES’.
16.03.1995 Repair ‘WHEEL SET’.
30.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1995 Repair ‘BOGIE COMPLETE’.
30.10.1995 Repair ‘DOOR COMPLETE’.
30.10.1995 Repair ‘DOOR HOPPER LOADING’.

HCN 28

Details: wagon ‘HCN 28 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 09.09.1996
Last Single Car Test: 30.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SHUNT PAD’.
29.11.1990 Repair ‘SIDE STEP’.
29.11.1990 Repair ‘SIDE STEP’.
07.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘WHEEL SET’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘BRAKE PULL ROD’.
06.10.1992 Repair ‘TRAIN PIPE (END)’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BEARERS’.
20.01.1994 Repair ‘BOGIE BOLSTER’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘DOOR COMPLETE’.
20.01.1994 Repair ‘DOOR HOPPER LOADING’.
20.01.1994 Repair ‘STEP’.
20.01.1994 Repair ‘WHEEL SET’.
30.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1995 Repair ‘BOGIE BOLSTER’.
30.10.1995 Repair ‘BOGIE COMPLETE’.
30.10.1995 Repair ‘BOGIE SIDEFRAME’.
30.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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30.10.1995 Repair ‘DOOR COMPLETE’.
30.10.1995 Repair ‘DOOR HINGES AND PINS’.
30.10.1995 Repair ‘DOOR HOPPER LOADING’.
30.10.1995 Repair ‘DRAFT GEAR POCKET’.
30.10.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.10.1995 Repair ‘WHEEL SET’.
30.10.1995 Repair ‘YOKE COMPLETE’.

HCN 29

Details: wagon ‘HCN 29 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 30.07.1996
Last Triple Valve: 07.10.1993
Last Brake Cylinder: 07.10.1993
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘END COMPLETE’.
06.09.1991 Repair ‘TOP CENTRE PLATE’.
06.09.1991 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BEARERS’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
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07.10.1993 Repair ‘BRAKE CONTROL PIPE’.
07.10.1993 Repair ‘BRANCH PIPE’.
07.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.10.1993 Repair ‘COUPLER COMPLETE’.
07.10.1993 Repair ‘DOOR COMPLETE’.
07.10.1993 Repair ‘DOOR FRAME’.
07.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1993 Repair ‘HOSE FITTINGS’.
07.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1993 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘YOKE COMPLETE’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘DISCHARGE DOOR’.
15.02.1994 Repair ‘DOOR HOPPER LOADING’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘DOOR SEAL’.
15.02.1994 Repair ‘WHEEL SET’.
26.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1994 Repair ‘BOGIE COMPLETE’.
26.09.1994 Repair ‘DOOR COMPLETE’.
26.09.1994 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.
28.06.1995 Repair ‘SIDE BEARER’.
28.06.1995 Repair ‘STEP’.
28.06.1995 Repair ‘TOP CENTRE PLATE’.

HCN 30

Details: wagon ‘HCN 30 L’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
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BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 29.02.1996
Last Single Car Test: 08.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.02.1991 Repair ‘WHEEL SET’.
30.05.1991 Repair ‘END BRAKE COCK’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BEARERS’.
21.08.1991 Repair ‘LADDER’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1993 Repair ‘SHUNT PAD’.
10.03.1993 Repair ‘WHEEL SET’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘DOOR COMPLETE’.
22.08.1994 Repair ‘DOOR HOPPER LOADING’.
22.08.1994 Repair ‘WHEEL SET’.
08.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1995 Repair ‘BOGIE COMPLETE’.
08.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.09.1995 Repair ‘DOOR COMPLETE’.
08.09.1995 Repair ‘DOOR HOPPER LOADING’.
08.09.1995 Repair ‘DOOR OPENING MECHANISM’.
08.09.1995 Repair ‘HANDBRAKE HANDLE’.
08.09.1995 Repair ‘LADDER’.

HCN 31

Details: wagon ‘HCN 31 U’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.08.1996
Last Triple Valve: 20.04.1994
Last Brake Cylinder: 20.04.1994
Last Single Car Test: 28.06.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘CARD OR CLIP HOLDER’.
12.02.1991 Repair ‘WHEEL SET’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BEARERS’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BOGIE SIDEFRAME’.
02.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘LADDER’.
13.09.1991 Repair ‘STEP’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘DOOR COMPLETE’.
23.08.1993 Repair ‘DOOR COVERING’.
23.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘SIDE BEARER’.
23.08.1993 Repair ‘SIDE SILL’.
23.08.1993 Repair ‘WHEEL SET’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DOOR COMPLETE’.
06.12.1993 Repair ‘DOOR SEAL’.
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06.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1993 Repair ‘TRAIN PIPE (END)’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Repair ‘WHEEL SET’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE COMPLETE’.
20.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.04.1994 Repair ‘DOOR COMPLETE’.
20.04.1994 Repair ‘EMPTY LOAD VALVE’.
20.04.1994 Repair ‘END BRAKE COCK’.
20.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1994 Repair ‘TRAIN PIPE (END)’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1994 Repair ‘DISCHARGE DOOR’.
19.07.1994 Repair ‘DOOR HOPPER LOADING’.
19.07.1994 Repair ‘EMPTY LOAD VALVE’.
19.07.1994 Repair ‘WHEEL SET’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR FRAME’.
28.06.1995 Repair ‘ROOF BOARDS’.
28.06.1995 Repair ‘WHEEL SET’.

HCN 32

Details: wagon ‘HCN 32 G’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 17.07.1996
Last Triple Valve: 14.06.1991
Last Single Car Test: 28.06.1995
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03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘TOP CENTRE PLATE’.
14.06.1991 Repair ‘YOKE COMPLETE’.
18.06.1991 Repair ‘BRAKE LEVER’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BRAKE CONTROL PIPE’.
17.10.1992 Repair ‘BRAKE LEVER’.
17.10.1992 Repair ‘EMPTY LOAD VALVE’.
17.10.1992 Repair ‘HOSE FITTINGS’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘SIDE BEARER’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘DOOR COMPLETE’.
15.02.1994 Repair ‘SIDE BEARER’.
22.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1995 Repair ‘BOGIE COMPLETE’.
22.03.1995 Repair ‘DOOR COMPLETE’.
22.03.1995 Repair ‘DOOR HOPPER LOADING’.
22.03.1995 Repair ‘LADDER’.
22.03.1995 Repair ‘ROOF BOARDS’.
22.03.1995 Repair ‘TRANSOM’.
28.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1995 Repair ‘BOGIE COMPLETE’.
28.06.1995 Repair ‘BOGIE SIDEFRAME’.
28.06.1995 Repair ‘BOGIE WEAR PLATES’.
28.06.1995 Repair ‘DOOR COMPLETE’.
28.06.1995 Repair ‘DOOR OPENING MECHANISM’.
28.06.1995 Repair ‘HANDRAILS END’.
28.06.1995 Repair ‘STEP’.

HCN 33

Details: wagon ‘HCN 33 P’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 14.09.1995
Last Triple Valve: 30.01.1991
Last Brake Cylinder: 16.07.1991
Last Single Car Test: 14.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1991 Repair ‘BOGIE SIDEFRAME’.
30.01.1991 Repair ‘BOGIE WEAR PLATES’.
30.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘DISCHARGE DOOR’.
30.01.1991 Repair ‘DOOR COMPLETE’.
30.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
30.01.1991 Repair ‘WHEEL SET’.
07.02.1991 Repair ‘WHEEL SET’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘SIDE BEARER’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘WHEEL SET’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BODY COMPLETE’.
20.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1992 Repair ‘WHEEL SET’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘BRAKE BLOCK RB95’.

6630



2.314. Wagon classification starting with ‘HCN’

20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘DOOR COMPLETE’.
20.05.1993 Repair ‘DOOR OPENING MECHANISM’.
20.05.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.05.1993 Repair ‘SIDE BEARER’.
20.05.1993 Repair ‘TOP CENTRE PLATE’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.07.1994 Repair ‘DOOR FRAME’.
19.07.1994 Repair ‘SHUNT PAD’.
19.07.1994 Repair ‘TRANSOM’.
19.07.1994 Repair ‘WEAR PLATES & SADDLES’.
19.07.1994 Repair ‘WHEEL SET’.
07.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1994 Repair ‘BOGIE COMPLETE’.
07.11.1994 Repair ‘DOOR COMPLETE’.
01.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘DOOR COMPLETE’.
01.03.1995 Repair ‘DRAFT GEAR POCKET’.
01.03.1995 Repair ‘HANDBRAKE HANDLE’.
01.03.1995 Repair ‘YOKE CARRIER’.
14.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘BOGIE BOLSTER’.
14.09.1995 Repair ‘BOGIE COMPLETE’.
14.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1995 Repair ‘DOOR COMPLETE’.
14.09.1995 Repair ‘DOOR FRAME’.
14.09.1995 Repair ‘DOOR HINGES AND PINS’.
14.09.1995 Repair ‘SIDE BEARER’.
14.09.1995 Repair ‘WHEEL SET’.

HCN 34

Details: wagon ‘HCN 34 B’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
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Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 15.09.1995
Last Triple Valve: 20.08.1992
Last Single Car Test: 15.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
20.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
20.08.1992 Repair ‘BOGIE WEAR PLATES’.
20.08.1992 Repair ‘BRAKE CONTROL PIPE’.
20.08.1992 Repair ‘BRANCH PIPE’.
20.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘DISCHARGE DOOR’.
20.08.1992 Repair ‘DOOR HOPPER LOADING’.
20.08.1992 Repair ‘DOOR LOCK MECHANISM’.
20.08.1992 Repair ‘DOOR OPENING MECHANISM’.
20.08.1992 Repair ‘EMPTY LOAD VALVE’.
20.08.1992 Repair ‘END BRAKE COCK’.
20.08.1992 Repair ‘HANDRAILS’.
20.08.1992 Repair ‘SHUNT PAD’.
20.08.1992 Repair ‘STEP’.
20.08.1992 Repair ‘TRAIN PIPE (END)’.
20.08.1992 Repair ‘WHEEL SET’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE BOLSTER’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘DISCHARGE DOOR’.
16.06.1994 Repair ‘DOOR COMPLETE’.
16.06.1994 Repair ‘DOOR OPENING MECHANISM’.
16.06.1994 Repair ‘SHUNT PAD’.
16.06.1994 Repair ‘WHEEL SET’.
15.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1994 Repair ‘BOGIE COMPLETE’.
15.09.1994 Repair ‘DOOR COMPLETE’.
15.09.1994 Repair ‘WHEEL SET’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘BOGIE COMPLETE’.
05.01.1995 Repair ‘DISCHARGE DOOR’.
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05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘DOOR COVERING’.
05.01.1995 Repair ‘DOOR OPENING MECHANISM’.
05.01.1995 Repair ‘WHEEL SET’.
15.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1995 Repair ‘BOGIE COMPLETE’.
15.09.1995 Repair ‘DOOR FRAME’.
15.09.1995 Repair ‘SIDE BEARER’.
15.09.1995 Repair ‘TOP CENTRE PLATE’.

HCN 35

Details: wagon ‘HCN 35 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 05.08.1996
Due Triple Valve: 17.10.1996
Last Single Car Test: 15.09.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

06.02.1991 Repair ‘WHEEL SET’.
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘DISCHARGE DOOR’.
14.08.1992 Repair ‘DOOR HOPPER LOADING’.
14.08.1992 Repair ‘DOOR OPENING MECHANISM’.
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14.08.1992 Repair ‘SIDE BEARER’.
14.08.1992 Repair ‘STEP’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARERS’.
06.10.1992 Repair ‘WEAR PLATES & SADDLES’.
06.10.1992 Repair ‘WHEEL SET’.
15.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1995 Repair ‘BOGIE COMPLETE’.
15.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1995 Repair ‘DOOR COMPLETE’.
15.09.1995 Repair ‘DOOR FRAME’.
15.09.1995 Repair ‘DOOR OPENING MECHANISM’.
15.09.1995 Repair ‘SIDE BEARER’.
15.09.1995 Repair ‘WHEEL SET’.

HCN 36

Details: wagon ‘HCN 36 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 20.09.1996
Last Triple Valve: 30.01.1992
Last Single Car Test: 27.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
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30.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.01.1992 Repair ‘WHEEL SET’.
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1993 Repair ‘DISCHARGE DOOR’.
26.03.1993 Repair ‘DOOR HOPPER LOADING’.
26.03.1993 Repair ‘DRAFT GEAR POCKET’.
26.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1993 Repair ‘SHUNT PAD’.
26.03.1993 Repair ‘TRANSOM’.
26.03.1993 Repair ‘YOKE CARRIER’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE BOLSTER’.
19.07.1994 Repair ‘DOOR COMPLETE’.
19.07.1994 Repair ‘DOOR HOPPER LOADING’.
19.07.1994 Repair ‘DOOR OPENING MECHANISM’.
19.07.1994 Repair ‘WHEEL SET’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘DOOR HOPPER LOADING’.
27.10.1995 Repair ‘SIDE BEARER’.
27.10.1995 Repair ‘TRANSOM’.
27.10.1995 Repair ‘WHEEL SET’.

HCN 37

Details: wagon ‘HCN 37 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AF SQ SV
Return to Service Date: 16.09.1996
Last Triple Valve: 01.05.1991
Last Brake Cylinder: 01.05.1991
Last Single Car Test: 25.09.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

08.02.1991 Repair ‘WHEEL SET’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BEARERS’.
01.05.1991 Repair ‘BOGIE BOLSTER’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE CONTROL PIPE’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1991 Repair ‘SIDE BEARER’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘DOOR COMPLETE’.
26.01.1993 Repair ‘END BRAKE COCK’.
26.01.1993 Repair ‘SHUNT PAD’.
26.01.1993 Repair ‘STEP’.
26.01.1993 Repair ‘TRAIN PIPE (END)’.
26.01.1993 Repair ‘WHEEL SET’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘BRAKE CONTROL PIPE’.
14.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
14.01.1994 Repair ‘BRANCH PIPE’.
14.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1994 Repair ‘DISCHARGE DOOR’.
14.01.1994 Repair ‘DOOR COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘DOOR SEAL’.
14.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1994 Repair ‘END BRAKE COCK’.
14.01.1994 Repair ‘END COMPLETE’.
14.01.1994 Repair ‘SIDE BEARER’.
14.01.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
14.01.1994 Repair ‘TRAIN PIPE (END)’.
14.01.1994 Repair ‘WHEEL SET’.
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25.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1995 Repair ‘BOGIE COMPLETE’.
25.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1995 Repair ‘DOOR COMPLETE’.
25.09.1995 Repair ‘DOOR HOPPER LOADING’.

HCN 38

Details: wagon ‘HCN 38 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 23.09.1996
Last Triple Valve: 04.02.1991
Last Single Car Test: 08.03.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.02.1991 Repair ‘DOOR COVERING’.
04.02.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
04.02.1991 Repair ‘WHEEL SET’.
06.02.1991 Repair ‘WHEEL SET’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BEARINGS’.
09.04.1991 Repair ‘TRAIN PIPE’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE BEARINGS’.
14.05.1991 Repair ‘TRAIN PIPE’.
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21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘DISCHARGE DOOR’.
21.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘DISCHARGE DOOR’.
20.09.1991 Repair ‘DOOR HOPPER LOADING’.
20.09.1991 Repair ‘DOOR OPENING MECHANISM’.
20.09.1991 Repair ‘DOOR SEAL’.
20.09.1991 Repair ‘ROOF BOARDS’.
20.09.1991 Repair ‘STEP’.
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘EMPTY LOAD VALVE’.
19.11.1991 Repair ‘WHEEL SET’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘DISCHARGE DOOR’.
20.07.1993 Repair ‘DOOR HOPPER LOADING’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘DOOR COMPLETE’.
08.03.1995 Repair ‘DRAFT GEAR POCKET’.
08.03.1995 Repair ‘EMPTY LOAD VALVE’.
08.03.1995 Repair ‘SIDE BEARER’.
08.03.1995 Repair ‘TRANSOM’.
08.03.1995 Repair ‘WEAR PLATES & SADDLES’.
08.03.1995 Repair ‘WHEEL SET’.
08.03.1995 Repair ‘YOKE COMPLETE’.

HCN 39

Details: wagon ‘HCN 39 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.4tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.06.1996
Last Single Car Test: 27.10.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
02.04.1991 Repair ‘DISCHARGE DOOR’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1992 Repair ‘DOOR HOPPER LOADING’.
08.07.1992 Repair ‘FLOOR SUPPORT’.
08.07.1992 Repair ‘SHUNT PAD’.
08.07.1992 Repair ‘STEP’.
08.07.1992 Repair ‘STEP’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘COUPLER COMPLETE’.
10.05.1993 Repair ‘DOOR COMPLETE’.
10.05.1993 Repair ‘WHEEL SET’.
10.05.1993 Repair ‘YOKE COMPLETE’.
27.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1995 Repair ‘BOGIE COMPLETE’.
27.10.1995 Repair ‘BOGIE SIDEFRAME’.
27.10.1995 Repair ‘DOOR COMPLETE’.
27.10.1995 Repair ‘DOOR HOPPER LOADING’.
27.10.1995 Repair ‘STRIKING CASTING’.
27.10.1995 Repair ‘TRANSOM’.
27.10.1995 Repair ‘WHEEL SET’.
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HCN 40

Details: wagon ‘HCN 40 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 11.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $32310
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN H-11
Date Built: 01.01.1969
Operating System: AN
Intended Use: GRAIN BULK
Remarks: CONVERTED FROM NHB EX N.R.1978/80
BSG Code: FEHG

Capacity of 36 tonnes

Fleet Grp Code: SQ SV
Return to Service Date: 27.09.1996
Due Triple Valve: 17.10.1996
Last Single Car Test: 25.05.1995
Last Lift: 17.10.1986

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

03.12.1990 Repair ‘STEP’.
08.02.1991 Repair ‘WHEEL SET’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘FLOOR SUPPORT’.
21.08.1992 Repair ‘STEP’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DOOR HINGES AND PINS’.
03.03.1994 Repair ‘DOOR HOPPER LOADING’.
03.03.1994 Repair ‘DOOR OPENING MECHANISM’.
03.03.1994 Repair ‘DOOR SEAL’.
03.03.1994 Repair ‘HANDRAILS’.
03.03.1994 Repair ‘SIDE BEARER’.
03.03.1994 Repair ‘SIDE SILL’.
03.03.1994 Repair ‘STEP’.
03.03.1994 Repair ‘WHEEL SET’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE COMPLETE’.
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19.07.1994 Repair ‘DOOR COMPLETE’.
25.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1995 Repair ‘BOGIE BOLSTER’.
25.05.1995 Repair ‘BOGIE COMPLETE’.
25.05.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.05.1995 Repair ‘DOOR COMPLETE’.
25.05.1995 Repair ‘DOOR HOPPER LOADING’.
25.05.1995 Repair ‘DRAFT GEAR POCKET’.
25.05.1995 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.05.1995 Repair ‘LADDER’.
25.05.1995 Repair ‘YOKE SUPPORT PLATE LINER’.

2.315 Wagon classification starting with ‘HD’

HD 1

Details: wagon ‘HD 1 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 03.03.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: NC
Return to Service Date: 06.03.1997
Last Single Car Test: 22.04.1994
Last Lift: 15.09.1984

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘HITCH COMPLETE’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1990 Repair ‘SIDE STEP’.
16.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘END BRAKE COCK’.
23.05.1990 Repair ‘STEP’.
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘TRAIN PIPE (END)’.
12.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘DISCHARGE DOOR’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘DISCHARGE DOOR’.
03.02.1992 Repair ‘DOOR OPENING MECHANISM’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘WEAR PLATES & SADDLES’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
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07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘DISCHARGE DOOR’.
28.09.1992 Repair ‘DOOR OPENING MECHANISM’.
28.09.1992 Repair ‘DOOR SEAL’.
28.09.1992 Repair ‘EMPTY LOAD VALVE’.
28.09.1992 Repair ‘ROOF COMPLETE’.
28.09.1992 Repair ‘VEHICLE RETARE’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘DISCHARGE DOOR’.
09.11.1992 Repair ‘DOOR OPENING MECHANISM’.
26.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1993 Repair ‘BOGIE COMPLETE’.
26.04.1993 Repair ‘COUPLER COMPLETE’.
26.04.1993 Repair ‘DISCHARGE DOOR’.
26.04.1993 Repair ‘DISCHARGE DOOR’.
26.04.1993 Repair ‘DOOR OPENING MECHANISM’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘COUPLER COMPLETE’.
21.05.1993 Repair ‘DOOR OPENING MECHANISM’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘DISCHARGE DOOR’.
22.06.1993 Repair ‘DOOR OPENING MECHANISM’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘COUPLER COMPLETE’.
09.12.1993 Repair ‘DOOR HINGES AND PINS’.
09.12.1993 Repair ‘DOOR OPENING MECHANISM’.
09.12.1993 Repair ‘ROOF COMPLETE’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE SIDEFRAME’.
29.03.1994 Repair ‘BRAKE BLOCK RB95’.
29.03.1994 Repair ‘COUPLER COMPLETE’.
29.03.1994 Repair ‘DOOR OPENING MECHANISM’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE COMPLETE’.
22.04.1994 Repair ‘BRAKE BLOCK RB95’.
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22.04.1994 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘END BRAKE COCK’.
12.06.1996 Repair ‘COUPLER TRIGGER LEVER’.
06.03.1997 Repair ‘DISCHARGE DOOR’.

HD 2

Details: wagon ‘HD 2 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 08.08.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 10.10.1995
Due Triple Valve: 18.12.1990
Last Triple Valve: 09.04.1994
Last Single Car Test: 09.04.1994
Last Lift: 15.01.1982

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘BRAKE LEVER’.
13.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1989 Repair ‘END HOSE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘DOOR OPENING MECHANISM’.
22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.02.1990 Repair ‘DISCHARGE DOOR’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘END BRAKE COCK’.
03.05.1990 Repair ‘END HOSE’.
03.05.1990 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘END BRAKE COCK’.
17.10.1990 Repair ‘SIDE STEP’.
17.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.10.1990 Repair ‘BRAKE PIN’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
25.10.1990 Repair ‘BRAKE SPRING’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘LASHING POINT’.
30.01.1991 Repair ‘LASHING POINT’.
30.01.1991 Repair ‘ROOF COMPLETE’.
05.03.1991 Repair ‘DOOR HINGES AND PINS’.
05.03.1991 Repair ‘DOOR OPENING MECHANISM’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘DISCHARGE DOOR’.
14.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘COUPLER COMPLETE’.
28.05.1991 Repair ‘DISCHARGE DOOR’.
28.05.1991 Repair ‘DOOR HINGES AND PINS’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COUPLER COMPLETE’.
11.09.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘DOOR OPENING MECHANISM’.
11.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘COUPLER COMPLETE’.
22.10.1991 Repair ‘WHEEL SET’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘BOGIE COMPLETE’.
27.11.1991 Repair ‘BRAKE BLOCK RB95’.
27.11.1991 Repair ‘COUPLER COMPLETE’.
27.11.1991 Repair ‘DOOR OPENING MECHANISM’.
27.11.1991 Repair ‘END HOSE’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘DISCHARGE DOOR’.
12.02.1992 Repair ‘DOOR HINGES AND PINS’.
12.02.1992 Repair ‘DOOR SEAL’.
12.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1992 Repair ‘DISCHARGE DOOR’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘END BRAKE COCK’.
07.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘COUPLER COMPLETE’.
04.09.1992 Repair ‘COUPLER COMPLETE’.
04.09.1992 Repair ‘ROOF COMPLETE’.
04.09.1992 Repair ‘ROOF COMPLETE’.
04.09.1992 Repair ‘STEP’.
04.09.1992 Repair ‘STEP’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘ROOF COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.04.1994 Repair ‘COUPLER COMPLETE’.
10.10.1995 Repair ‘DISCHARGE DOOR’.
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HD 3

Details: wagon ‘HD 3 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 19.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 25.08.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 02.10.1995
Last Triple Valve: 10.11.1993
Last Single Car Test: 29.08.1994
Last Lift: 15.10.1982

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘END BRAKE COCK’.
25.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE COMPLETE’.
05.02.1990 Repair ‘COUPLER COMPLETE’.
05.02.1990 Repair ‘DISCHARGE DOOR’.
05.02.1990 Repair ‘DOOR OPENING MECHANISM’.
05.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘DISCHARGE DOOR’.
13.02.1990 Repair ‘DOOR COMPLETE’.
13.02.1990 Repair ‘DOOR OPENING MECHANISM’.
13.02.1990 Repair ‘LASHING POINT’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘DISCHARGE DOOR’.
21.02.1990 Repair ‘DOOR HINGES AND PINS’.
21.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Repair ‘LASHING POINT’.
20.08.1990 Repair ‘LASHING POINT’.
20.08.1990 Repair ‘VEHICLE STENCILS’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Repair ‘BRAKE PULL ROD’.
15.10.1990 Repair ‘SIDE STEP’.
15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE PIN’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1991 Repair ‘DOOR OPENING MECHANISM’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘COUPLER COMPLETE’.
24.01.1991 Repair ‘DOOR LOCK MECHANISM’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘BRAKE LEVER’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘DISCHARGE DOOR’.
28.06.1991 Repair ‘END BRAKE COCK’.
28.06.1991 Repair ‘STEP’.
28.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.09.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘DISCHARGE DOOR’.
11.09.1991 Repair ‘DOOR OPENING MECHANISM’.
11.09.1991 Repair ‘DOOR OPENING MECHANISM’.
11.09.1991 Repair ‘TRAIN PIPE (END)’.
11.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1991 Repair ‘WHEEL SET’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘DISCHARGE DOOR’.
17.12.1991 Repair ‘END HOSE’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘DISCHARGE DOOR’.
16.03.1992 Repair ‘DOOR HINGES AND PINS’.
16.03.1992 Repair ‘DOOR OPENING MECHANISM’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1992 Repair ‘DOOR COMPLETE’.
21.08.1992 Repair ‘ROOF COMPLETE’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRAKE PULL ROD’.
28.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘DISCHARGE DOOR’.
15.04.1993 Repair ‘DOOR OPENING MECHANISM’.
15.04.1993 Repair ‘DOOR OPENING MECHANISM’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘STEP’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Repair ‘BRANCH PIPE’.
08.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘LADDER’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘STEP’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1994 Repair ‘BOGIE COMPLETE’.
14.02.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘COUPLER COMPLETE’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘DOOR OPENING MECHANISM’.
14.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1994 Repair ‘STEP’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1994 Repair ‘DOOR OPENING MECHANISM’.
03.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘DOOR OPENING MECHANISM’.
02.05.1994 Repair ‘ROOF COMPLETE’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BOGIE COMPLETE’.
29.08.1994 Repair ‘BRAKE BLOCK RB95’.
29.08.1994 Repair ‘COUPLER COMPLETE’.
29.08.1994 Repair ‘DOOR OPENING MECHANISM’.
29.08.1994 Repair ‘DOOR OPENING MECHANISM’.
29.08.1995 Repair ‘DISCHARGE DOOR’.
02.10.1995 Repair ‘DOOR HOPPER LOADING’.

HD 4

Details: wagon ‘HD 4 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 20tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
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Date Built: 19.08.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 21.09.1995
Last Triple Valve: 13.08.1992
Last Single Car Test: 09.03.1994
Last Lift: 15.05.1982

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.08.1989 Repair ‘DISCHARGE DOOR’.
29.08.1989 Repair ‘DOOR LOCK MECHANISM’.
29.08.1989 Repair ‘DOOR OPENING MECHANISM’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Repair ‘LADDER’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘DOOR OPENING MECHANISM’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘END BRAKE COCK’.
18.06.1990 Repair ‘TRAIN PIPE’.
19.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.08.1992 Repair ‘COUPLER COMPLETE’.
13.08.1992 Repair ‘DOOR COMPLETE’.
13.08.1992 Repair ‘ROOF COMPLETE’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRAKE PULL ROD’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘BRAKE LEVER’.

6651



2. TIMS GROUP INFORMATION - WAGONS

22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘DOOR OPENING MECHANISM’.
22.09.1993 Repair ‘DOOR OPENING MECHANISM’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE COMPLETE’.
09.03.1994 Repair ‘COUPLER COMPLETE’.
09.03.1994 Repair ‘DISCHARGE DOOR’.
09.03.1994 Repair ‘DISCHARGE DOOR’.
09.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1994 Repair ‘SIDE STEP’.
26.05.1995 Repair ‘WHEEL SET’.
21.09.1995 Repair ‘DISCHARGE DOOR’.

HD 5

Details: wagon ‘HD 5 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 20.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 23.04.1976
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 06.03.1997
Last Triple Valve: 13.03.1989
Last Single Car Test: 21.03.1996
Last Lift: 15.01.1982
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21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘SIDE BEARER’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘DOOR SEAL’.
22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Repair ‘DISCHARGE DOOR’.
08.02.1990 Repair ‘DOOR COVERING’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘DOOR FRAME’.
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE COMPLETE’.
08.08.1990 Repair ‘BRAKE PIN’.
08.08.1990 Repair ‘COUPLER COMPLETE’.
08.08.1990 Repair ‘DOOR SEAL’.
08.08.1990 Repair ‘END HOSE’.
08.08.1990 Repair ‘LASHING POINT’.
08.08.1990 Repair ‘LASHING POINT’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘COUPLER COMPLETE’.
24.10.1990 Repair ‘DISCHARGE DOOR’.
24.10.1990 Repair ‘DOOR HINGES AND PINS’.
24.10.1990 Repair ‘DOOR OPENING MECHANISM’.
24.10.1990 Repair ‘STEP’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘BRAKE LEVER’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘DISCHARGE DOOR’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BOGIE COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
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25.02.1991 Repair ‘BRAKE LEVER’.
25.02.1991 Repair ‘COUPLER COMPLETE’.
25.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘DISCHARGE DOOR’.
11.02.1992 Repair ‘DOOR OPENING MECHANISM’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DISCHARGE DOOR’.
09.04.1992 Repair ‘DOOR OPENING MECHANISM’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘BRANCH PIPE’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘DISCHARGE DOOR’.
25.05.1992 Repair ‘DOOR HINGES AND PINS’.
25.05.1992 Repair ‘DOOR OPENING MECHANISM’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘ROOF COMPLETE’.
07.09.1992 Repair ‘VEHICLE RETARE’.
07.09.1992 Repair ‘VEHICLE STENCILS’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘DISCHARGE DOOR’.
17.02.1993 Repair ‘DOOR OPENING MECHANISM’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
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30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘SIDE BEARER’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘BRAKE PIN’.
26.05.1993 Repair ‘COUPLER COMPLETE’.
26.05.1993 Repair ‘END BRAKE COCK’.
26.05.1993 Repair ‘TRAIN PIPE (END)’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE BEARERS’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘TRAIN PIPE (END)’.
24.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘END HOSE’.
24.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BOGIE COMPLETE’.
04.08.1994 Repair ‘BRAKE PULL ROD’.
04.08.1994 Repair ‘COUPLER COMPLETE’.
04.08.1994 Repair ‘END BRAKE COCK’.
04.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1994 Repair ‘BOGIE COMPLETE’.
16.09.1994 Repair ‘BRAKE BLOCK RB95’.
16.09.1994 Repair ‘COUPLER COMPLETE’.
16.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1994 Repair ‘ROOF COMPLETE’.
20.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1996 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1996 Repair ‘DOOR OPENING MECHANISM’.
06.03.1997 Repair ‘DISCHARGE DOOR’.

HD 6

Details: wagon ‘HD 6 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 20tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 03.02.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 06.03.1997
Last Brake Cylinder: 18.05.1992
Last Single Car Test: 23.09.1994
Last Lift: 16.10.1978

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘DOOR OPENING MECHANISM’.
21.09.1989 Repair ‘END BRAKE COCK’.
21.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE COMPLETE’.
09.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1989 Repair ‘BRAKE LEVER’.
09.10.1989 Repair ‘BRAKE PULL ROD’.
09.10.1989 Repair ‘COUPLER COMPLETE’.
09.10.1989 Repair ‘DOOR OPENING MECHANISM’.
09.10.1989 Repair ‘TRAIN PIPE (END)’.
09.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘DOOR LOCK MECHANISM’.
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘END BRAKE COCK’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.03.1990 Repair ‘DOOR FRAME’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE BLOCK RB95’.
03.09.1990 Repair ‘BRAKE PULL ROD’.
03.09.1990 Repair ‘DOOR LOCK MECHANISM’.
03.09.1990 Repair ‘DOOR OPENING MECHANISM’.
03.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1990 Repair ‘YOKE PIN’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE LEVER’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BRAKE BLOCK RB95’.
13.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘END BRAKE COCK’.
18.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘DISCHARGE DOOR’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘BRAKE PIN’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘DOOR COMPLETE’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

18.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1992 Repair ‘BOGIE COMPLETE’.
18.05.1992 Repair ‘COUPLER COMPLETE’.
18.05.1992 Repair ‘COUPLER KNUCKLE’.
18.05.1992 Repair ‘DOOR OPENING MECHANISM’.
18.05.1992 Repair ‘END HOSE’.
18.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘DISCHARGE DOOR’.
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17.09.1992 Repair ‘ROOF COMPLETE’.
17.09.1992 Repair ‘VEHICLE RETARE’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘DISCHARGE DOOR’.
17.11.1992 Repair ‘DOOR OPENING MECHANISM’.
17.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘BRAKE BLOCK RB95’.
13.04.1993 Repair ‘COUPLER COMPLETE’.
13.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.04.1993 Repair ‘DOOR OPENING MECHANISM’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BRAKE BLOCK RB95’.
02.07.1993 Repair ‘DISCHARGE DOOR’.
02.07.1993 Repair ‘DOOR OPENING MECHANISM’.
02.07.1993 Repair ‘SIDE BEARER’.
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘BRAKE BLOCK RB95’.
01.03.1994 Repair ‘COUPLER COMPLETE’.
01.03.1994 Repair ‘DOOR OPENING MECHANISM’.
01.03.1994 Repair ‘GRADE CONTROL VALVE’.
01.03.1994 Repair ‘HOSE FITTINGS’.
01.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1994 Repair ‘ROOF COMPLETE’.
01.03.1994 Repair ‘SIDE STEP’.
21.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘BRAKE BLOCK RB95’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
21.09.1994 Repair ‘DOOR OPENING MECHANISM’.
21.09.1994 Repair ‘DOOR OPENING MECHANISM’.
21.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1994 Repair ‘SIDE STEP’.
06.03.1997 Repair ‘DISCHARGE DOOR’.

HD 7

Details: wagon ‘HD 7 K’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 15.04.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 14.05.1996
Last Single Car Test: 27.04.1995

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘DISCHARGE DOOR’.
25.08.1989 Repair ‘DOOR HINGES AND PINS’.
25.08.1989 Repair ‘DOOR LOCK MECHANISM’.
25.08.1989 Repair ‘DOOR OPENING MECHANISM’.
25.08.1989 Repair ‘LADDER’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘BRAKE LEVER’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘LASHING POINT’.
06.07.1990 Repair ‘LASHING POINT’.
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01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BRAKE BLOCK RB95’.
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘WHEEL SET’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘DISCHARGE DOOR’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘END HOSE’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘BRAKE LEVER’.
05.07.1991 Repair ‘DISCHARGE DOOR’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘DOOR COVERING’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘COUPLER COMPLETE’.
17.03.1992 Repair ‘END BRAKE COCK’.
17.03.1992 Repair ‘ISOLATING COCK’.
17.03.1992 Repair ‘SIDE STEP’.
17.03.1992 Repair ‘TRAIN PIPE (END)’.
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘DISCHARGE DOOR’.
28.08.1992 Repair ‘DOOR SEAL’.
28.08.1992 Repair ‘EMPTY LOAD VALVE’.
28.08.1992 Repair ‘ROOF COMPLETE’.
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28.08.1992 Repair ‘VEHICLE RETARE’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘DISCHARGE DOOR’.
15.12.1992 Repair ‘DOOR OPENING MECHANISM’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE PIN’.
11.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘END BRAKE COCK’.
08.04.1993 Repair ‘END HOSE’.
08.04.1993 Repair ‘TRAIN PIPE (END)’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘BRAKE PULL ROD’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1994 Repair ‘BOGIE COMPLETE’.
05.10.1994 Repair ‘BRAKE PULL ROD’.
05.10.1994 Repair ‘COUPLER COMPLETE’.
05.10.1994 Repair ‘DISCHARGE DOOR’.
05.10.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1995 Repair ‘WHEEL SET’.
08.11.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1996 Repair ‘BRANCH PIPE’.

HD 8

Details: wagon ‘HD 8 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 15.08.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 06.03.1997
Last Triple Valve: 22.10.1991
Last Single Car Test: 17.05.1994
Last Lift: 14.05.1982

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘COUPLER COMPLETE’.
25.08.1989 Repair ‘DISCHARGE DOOR’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
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19.09.1989 Repair ‘COUPLER COMPLETE’.
19.09.1989 Repair ‘DOOR LOCK MECHANISM’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘COUPLER COMPLETE’.
14.11.1989 Repair ‘DISCHARGE DOOR’.
14.11.1989 Repair ‘DOOR HINGES AND PINS’.
14.11.1989 Repair ‘DOOR LOCK MECHANISM’.
14.11.1989 Repair ‘DOOR OPENING MECHANISM’.
14.11.1989 Repair ‘LASHING POINT’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘DISCHARGE DOOR’.
28.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘BRAKE PULL ROD’.
30.01.1990 Repair ‘COUPLER COMPLETE’.
30.01.1990 Repair ‘DISCHARGE DOOR’.
30.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘BRAKE PIN’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1990 Repair ‘BRAKE BLOCK RB95’.
31.05.1990 Repair ‘END BRAKE COCK’.
31.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘HANDBRAKE HANDLE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘BRAKE PIN’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘EMPTY LOAD VALVE’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘COUPLER COMPLETE’.
16.07.1991 Repair ‘DISCHARGE DOOR’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘END HOSE’.
16.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK OTHER’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘DOOR OPENING MECHANISM’.
15.08.1991 Repair ‘GRADE CONTROL VALVE’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK OTHER’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE CONTROL PIPE’.
22.10.1991 Repair ‘BRAKE PULL ROD’.
22.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.10.1991 Repair ‘COUPLER COMPLETE’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1991 Repair ‘BOGIE COMPLETE’.
20.11.1991 Repair ‘BRAKE BLOCK RB95’.
20.11.1991 Repair ‘COUPLER COMPLETE’.
20.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BRAKE BLOCK RB95’.
24.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.08.1992 Repair ‘BRAKE PULL ROD’.
28.08.1992 Repair ‘DISCHARGE DOOR’.
28.08.1992 Repair ‘DOOR SEAL’.
28.08.1992 Repair ‘EMPTY LOAD VALVE’.
28.08.1992 Repair ‘ROOF COMPLETE’.
28.08.1992 Repair ‘VEHICLE RETARE’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE LEVER’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘BRAKE LEVER’.
21.12.1992 Repair ‘BRAKE PULL ROD’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘BRAKE PIN’.
11.03.1993 Repair ‘BRAKE SPRING’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRANCH PIPE’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘END HOSE’.
06.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE COMPLETE’.
31.05.1993 Repair ‘DISCHARGE DOOR’.
31.05.1993 Repair ‘DOOR OPENING MECHANISM’.
31.05.1993 Repair ‘END BRAKE COCK’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE COMPLETE’.
19.11.1993 Repair ‘DISCHARGE DOOR’.
19.11.1993 Repair ‘DOOR HINGES AND PINS’.
19.11.1993 Repair ‘DOOR OPENING MECHANISM’.
19.11.1993 Repair ‘END BRAKE COCK’.
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19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
11.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘WHEEL SET’.
16.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1994 Repair ‘BOGIE COMPLETE’.
16.05.1994 Repair ‘BRAKE PIN’.
16.05.1994 Repair ‘BRAKE PULL ROD’.
16.05.1994 Repair ‘COUPLER COMPLETE’.
16.05.1994 Repair ‘DOOR HINGES AND PINS’.
06.03.1997 Repair ‘DISCHARGE DOOR’.

HD 9

Details: wagon ‘HD 9 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 29.04.1976
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY
BSG Code: FTHZ

Capacity of 43 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 05.10.1994
Last Triple Valve: 06.09.1989
Last Single Car Test: 05.10.1994
Last Lift: 06.02.1981

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

25.08.1989 Repair ‘BRAKE BLOCK RB95’.
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25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘BRAKE LEVER’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.09.1989 Repair ‘DISCHARGE DOOR’.
06.09.1989 Repair ‘GRADE CONTROL VALVE’.
06.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘COUPLER COMPLETE’.
20.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1989 Repair ‘END BRAKE COCK’.
20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1989 Repair ‘WHEEL SET’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘DOOR LOCK MECHANISM’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘DISCHARGE DOOR’.
01.11.1990 Repair ‘DOOR OPENING MECHANISM’.
01.11.1990 Repair ‘ROOF COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE BLOCK RB95’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1991 Repair ‘WHEEL SET’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘END BRAKE COCK’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘DISCHARGE DOOR’.
25.09.1992 Repair ‘DOOR OPENING MECHANISM’.
25.09.1992 Repair ‘DOOR SEAL’.
25.09.1992 Repair ‘EMPTY LOAD VALVE’.
25.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1992 Repair ‘ROOF COMPLETE’.
25.09.1992 Repair ‘TRAIN PIPE (END)’.
25.09.1992 Repair ‘VEHICLE RETARE’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BOGIE COMPLETE’.
28.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
28.10.1992 Repair ‘BRAKE LEVER’.
28.10.1992 Repair ‘BRAKE PIN’.
28.10.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1993 Repair ‘BOGIE COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB95’.
13.07.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1993 Repair ‘STEP’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘DOOR OPENING MECHANISM’.
21.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE COMPLETE’.
29.09.1993 Repair ‘DOOR HINGES AND PINS’.
29.09.1993 Repair ‘DOOR OPENING MECHANISM’.
29.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
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03.11.1993 Repair ‘COUPLER COMPLETE’.
03.11.1993 Repair ‘COUPLER COMPLETE’.
03.11.1993 Repair ‘DISCHARGE DOOR’.
03.11.1993 Repair ‘DISCHARGE DOOR’.
03.11.1993 Repair ‘DOOR HINGES AND PINS’.
03.11.1993 Repair ‘DOOR HINGES AND PINS’.
03.11.1993 Repair ‘DOOR LOCK MECHANISM’.
03.11.1993 Repair ‘DOOR LOCK MECHANISM’.
03.11.1993 Repair ‘DOOR OPENING MECHANISM’.
03.11.1993 Repair ‘DOOR OPENING MECHANISM’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘DISCHARGE DOOR’.
24.11.1993 Repair ‘DOOR HINGES AND PINS’.
24.11.1993 Repair ‘DOOR OPENING MECHANISM’.
24.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘BRAKE BLOCK RB95’.
03.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1994 Repair ‘ROOF COMPLETE’.
03.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
29.04.1994 Repair ‘BRAKE BLOCK RB95’.
29.04.1994 Repair ‘COUPLER COMPLETE’.
29.04.1994 Repair ‘DOOR OPENING MECHANISM’.
29.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1994 Repair ‘BOGIE COMPLETE’.
16.09.1994 Repair ‘BRAKE BLOCK RB95’.
16.09.1994 Repair ‘COUPLER COMPLETE’.
16.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1994 Repair ‘SIDE STEP’.
05.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1994 Repair ‘BOGIE COMPLETE’.
05.10.1994 Repair ‘COUPLER COMPLETE’.
05.10.1994 Repair ‘DOOR OPENING MECHANISM’.

HD 10

Details: wagon ‘HD 10 B’ in AN ‘Tasmania Division’.

Owner: 1
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Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 22.04.1976
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 24.07.1993
Last Triple Valve: 05.07.1989
Last Brake Cylinder: 27.05.1991
Last Single Car Test: 24.07.1993
Last Lift: 15.05.1981

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘BRAKE PULL ROD’.
05.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1989 Repair ‘DOOR COMPLETE’.
05.07.1989 Repair ‘DOOR HINGES AND PINS’.
05.07.1989 Repair ‘DOOR LOCK MECHANISM’.
05.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1989 Repair ‘SIDE BEARER’.
05.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
05.07.1989 Repair ‘VEHICLE COMPLETE’.
05.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Repair ‘VEHICLE RENUMBERED’.
05.07.1989 Repair ‘VEHICLE RETARE’.
05.07.1989 Repair ‘VEHICLE STENCILS’.
05.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘ZI 2 Q’
05.07.1989 Alteration complete ‘RECLASSIFY AHVY 13 L TO ZI CLASS BALLAST.

(2122)’. Length Over Headstocks: ‘11.8m’. Tare Weight: ‘19.7tonne’. Current
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Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class:
‘ZI’. Intended use: ‘BALLAST’. Capacity: ‘53T.’

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘DISCHARGE DOOR’.
28.09.1989 Repair ‘DOOR SEAL’.
28.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1989 Repair ‘HANDBRAKE HANDLE’.
28.09.1989 Repair ‘ROOF COMPLETE’.
28.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
28.09.1989 Repair ‘VEHICLE RECLASSIFY’.
28.09.1989 Repair ‘VEHICLE RENUMBERED’.
28.09.1989 Repair ‘VEHICLE RETARE’.
28.09.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘ZI 2 Q’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR LOCK MECHANISM’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BRAKE LEVER’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE BLOCK RB95’.
13.03.1991 Repair ‘BRAKE PULL ROD’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.05.1991 Repair ‘DISCHARGE DOOR’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BOGIE COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘DISCHARGE DOOR’.
29.10.1991 Repair ‘DOOR OPENING MECHANISM’.
29.10.1991 Repair ‘DOOR OPENING MECHANISM’.
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29.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘END FRAME MEMBER’.
21.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘COUPLER COMPLETE’.
10.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE BLOCK RB95’.
28.10.1992 Repair ‘BRAKE LEVER’.
28.10.1992 Repair ‘RELAY VALVE’.
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1993 Repair ‘BRAKE BLOCK RB95’.
24.07.1993 Repair ‘BRAKE CONTROL PIPE’.
24.07.1993 Repair ‘EMPTY LOAD VALVE’.
24.07.1993 Repair ‘END BRAKE COCK’.
24.07.1993 Repair ‘END BRAKE COCK’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

HD 11

Details: wagon ‘HD 11 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 03.09.1975
Operating System: AN
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Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 05.01.1994
Last Triple Valve: 16.02.1989
Last Single Car Test: 06.01.1994
Last Lift: 15.04.1980

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘DISCHARGE DOOR’.
05.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘ZI 1 H’
27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:

‘HD’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘DISCHARGE DOOR’.
16.10.1989 Repair ‘DOOR HINGES AND PINS’.
16.10.1989 Repair ‘DOOR LOCK MECHANISM’.
16.10.1989 Repair ‘DOOR OPENING MECHANISM’.
16.10.1989 Repair ‘DOOR SEAL’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1989 Repair ‘HANDBRAKE HANDLE’.
16.10.1989 Repair ‘LADDER’.
16.10.1989 Repair ‘ROOF COMPLETE’.
16.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1989 Repair ‘VEHICLE COMPLETE’.
16.10.1989 Repair ‘VEHICLE LOAD CAPACITY’.
16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Repair ‘VEHICLE RENUMBERED’.
16.10.1989 Repair ‘VEHICLE RETARE’.
16.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘ZI 1 H’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE LEVER’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE SHOE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
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13.09.1990 Repair ‘COUPLER COMPLETE’.
13.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘TRAIN PIPE’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘BRAKE PULL ROD’.
08.04.1991 Repair ‘LADDER’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BRAKE BLOCK RB95’.
22.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘LADDER’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘COUPLER COMPLETE’.
16.07.1991 Repair ‘DISCHARGE DOOR’.
16.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.07.1991 Repair ‘LADDER’.
16.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘DISCHARGE DOOR’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BRAKE BLOCK RB95’.
28.10.1992 Repair ‘END FRAME MEMBER’.
28.10.1992 Repair ‘END HOSE’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1992 Repair ‘SIDE SHEET’.
28.10.1992 Repair ‘SIDE STEP’.
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28.10.1992 Repair ‘STEP’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘END COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1993 Repair ‘BOGIE COMPLETE’.
29.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1993 Repair ‘BRAKE PULL ROD’.
29.10.1993 Repair ‘COUPLER COMPLETE’.
29.10.1993 Repair ‘END HOSE’.
29.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BRAKE LEVER’.
05.11.1993 Repair ‘COUPLER COMPLETE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘BRAKE BLOCK RB95’.
05.01.1994 Repair ‘COUPLER COMPLETE’.
05.01.1994 Repair ‘DISCHARGE DOOR’.
05.01.1994 Repair ‘DOOR HINGES AND PINS’.
05.01.1994 Repair ‘DOOR HOPPER LOADING’.
05.01.1994 Repair ‘DOOR OPENING MECHANISM’.
05.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

HD 12

Details: wagon ‘HD 12 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 04.02.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ
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Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 08.11.1995
Due Triple Valve: 19.03.1991
Last Triple Valve: 17.11.1989
Last Brake Cylinder: 17.11.1989
Last Single Car Test: 27.04.1995
Last Lift: 04.03.1977

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Repair ‘BRAKE PULL ROD’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1989 Repair ‘DISCHARGE DOOR’.
17.11.1989 Repair ‘DOOR HINGES AND PINS’.
17.11.1989 Repair ‘DOOR LOCK MECHANISM’.
17.11.1989 Repair ‘DOOR OPENING MECHANISM’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘HANDBRAKE HANDLE’.
17.11.1989 Repair ‘HANDRAILS END’.
17.11.1989 Repair ‘HOSE FITTINGS’.
17.11.1989 Repair ‘LADDER’.
17.11.1989 Repair ‘NYLON HOSE’.
17.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
17.11.1989 Repair ‘VEHICLE RECLASSIFY’.
17.11.1989 Repair ‘VEHICLE RENUMBERED’.
17.11.1989 Repair ‘VEHICLE RETARE’.
17.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 12 C’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.03.1990 Repair ‘NYLON HOSE’.
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04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BRAKE BLOCK RB95’.
04.05.1990 Repair ‘NYLON HOSE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE BLOCK RB95’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘DISCHARGE DOOR’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘DISCHARGE DOOR’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘DISCHARGE DOOR’.
05.03.1992 Repair ‘DISCHARGE DOOR’.
05.03.1992 Repair ‘DOOR HOPPER LOADING’.
05.03.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘BRAKE BLOCK RB95’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘EMPTY LOAD VALVE’.
06.05.1992 Repair ‘END BRAKE COCK’.
06.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘BRAKE BLOCK RB95’.
29.09.1992 Repair ‘COUPLER COMPLETE’.
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29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Repair ‘SIDE STEP’.
29.09.1992 Repair ‘TOP CENTRE PLATE’.
29.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE BLOCK RB95’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘DISCHARGE DOOR’.
08.03.1993 Repair ‘DOOR HINGES AND PINS’.
08.03.1993 Repair ‘DOOR OPENING MECHANISM’.
08.03.1993 Repair ‘DOOR SEAL’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘COUPLER COMPLETE’.
10.05.1993 Repair ‘DISCHARGE DOOR’.
10.05.1993 Repair ‘DOOR OPENING MECHANISM’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘DISCHARGE DOOR’.
15.06.1993 Repair ‘DOOR HINGES AND PINS’.
15.06.1993 Repair ‘DOOR OPENING MECHANISM’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
15.06.1993 Repair ‘END BRAKE COCK’.
15.06.1993 Repair ‘END HOSE’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘DISCHARGE DOOR’.
31.07.1993 Repair ‘DOOR HINGES AND PINS’.
31.07.1993 Repair ‘DOOR OPENING MECHANISM’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1993 Repair ‘BOGIE COMPLETE’.
29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1994 Repair ‘BOGIE COMPLETE’.
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09.03.1994 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘COUPLER COMPLETE’.
09.03.1994 Repair ‘DISCHARGE DOOR’.
09.03.1994 Repair ‘DOOR HINGES AND PINS’.
09.03.1994 Repair ‘DOOR LOCK MECHANISM’.
09.03.1994 Repair ‘DOOR OPENING MECHANISM’.
09.03.1994 Repair ‘END BRAKE COCK’.
09.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1994 Repair ‘RELAY VALVE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘BRAKE PULL ROD’.
18.05.1994 Repair ‘COUPLER COMPLETE’.
18.05.1994 Repair ‘END BRAKE COCK’.
26.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1995 Repair ‘BRAKE FULCRUM BRACKET’.

HD 13

Details: wagon ‘HD 13 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 04.04.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 09.02.1996
Last Triple Valve: 03.09.1990
Last Brake Cylinder: 27.11.1989
Last Single Car Test: 09.02.1996
Last Lift: 15.01.1982
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21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘DISCHARGE DOOR’.
24.11.1989 Repair ‘DOOR LOCK MECHANISM’.
24.11.1989 Repair ‘DOOR OPENING MECHANISM’.
24.11.1989 Repair ‘DOOR SEAL’.
24.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘END BRAKE COCK’.
24.11.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘HOSE FITTINGS’.
24.11.1989 Repair ‘ISOLATING COCK’.
24.11.1989 Repair ‘NYLON HOSE’.
24.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘ROOF COMPLETE’.
24.11.1989 Repair ‘SIDE BEARER’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘VEHICLE COMPLETE’.
24.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Repair ‘VEHICLE RENUMBERED’.
24.11.1989 Repair ‘VEHICLE RETARE’.
24.11.1989 Repair ‘YOKE COMPLETE’.
24.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 23 T’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘RELAY VALVE’.
14.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE COMPLETE’.
03.09.1990 Repair ‘BRANCH PIPE’.
03.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.09.1990 Repair ‘COUPLER COMPLETE’.
03.09.1990 Repair ‘DOOR OPENING MECHANISM’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

6680



2.315. Wagon classification starting with ‘HD’

21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE LEVER’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK OTHER’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘DOOR OPENING MECHANISM’.
02.10.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
05.03.1992 Repair ‘TRAIN PIPE (END)’.
05.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘COUPLER COMPLETE’.
06.04.1992 Repair ‘END HOSE’.
06.04.1992 Repair ‘TRAIN PIPE (END)’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘DISCHARGE DOOR’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB95’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘BOGIE SPRING’.
27.05.1993 Repair ‘COUPLER COMPLETE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘DISCHARGE DOOR’.
15.11.1993 Repair ‘DOOR HINGES AND PINS’.
15.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1993 Repair ‘SIDE STEP’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BRAKE BLOCK RB95’.
02.05.1994 Repair ‘BRAKE LEVER’.
03.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1994 Repair ‘BOGIE COMPLETE’.
03.10.1994 Repair ‘BRAKE BLOCK RB95’.
03.10.1994 Repair ‘COUPLER COMPLETE’.
03.10.1994 Repair ‘DISCHARGE DOOR’.
03.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1994 Repair ‘TRAIN PIPE (END)’.
03.10.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HD 14

Details: wagon ‘HD 14 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 20.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 07.02.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 20.06.1996
Last Triple Valve: 27.11.1989
Last Brake Cylinder: 27.11.1989
Last Single Car Test: 25.06.1996
Last Lift: 15.03.1980
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21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘DISCHARGE DOOR’.
24.11.1989 Repair ‘DOOR LOCK MECHANISM’.
24.11.1989 Repair ‘DOOR OPENING MECHANISM’.
24.11.1989 Repair ‘DOOR SEAL’.
24.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘HOSE FITTINGS’.
24.11.1989 Repair ‘ISOLATING COCK’.
24.11.1989 Repair ‘NYLON HOSE’.
24.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘SIDE BEARER’.
24.11.1989 Repair ‘SIDE STEP’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘VEHICLE COMPLETE’.
24.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Repair ‘VEHICLE RENUMBERED’.
24.11.1989 Repair ‘VEHICLE RETARE’.
24.11.1989 Repair ‘YOKE COMPLETE’.
24.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 29 E’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘DOOR COVERING’.
09.02.1990 Repair ‘EMPTY LOAD VALVE’.
09.02.1990 Repair ‘END BRAKE COCK’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1990 Repair ‘ROOF COMPLETE’.
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘COUPLER COMPLETE’.
07.05.1990 Repair ‘EMPTY LOAD VALVE’.
07.05.1990 Repair ‘ROOF COMPLETE’.
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27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE BLOCK RB95’.
27.09.1990 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘COUPLER COMPLETE’.
25.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.11.1991 Repair ‘DOOR OPENING MECHANISM’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DOOR HOPPER LOADING’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘BRAKE BLOCK RB95’.
27.05.1992 Repair ‘COUPLER COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘BRAKE BLOCK RB95’.
17.08.1992 Repair ‘COUPLER COMPLETE’.
17.08.1992 Repair ‘DISCHARGE DOOR’.
17.08.1992 Repair ‘DOOR HINGES AND PINS’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘DISCHARGE DOOR’.
12.01.1993 Repair ‘DOOR HINGES AND PINS’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
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03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘DOOR HINGES AND PINS’.
02.03.1993 Repair ‘DOOR SEAL’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DISCHARGE DOOR’.
07.04.1993 Repair ‘DISCHARGE DOOR’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRANCH PIPE’.
10.05.1993 Repair ‘DISCHARGE DOOR’.
10.05.1993 Repair ‘DOOR OPENING MECHANISM’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1993 Repair ‘BOGIE COMPLETE’.
25.05.1993 Repair ‘COUPLER COMPLETE’.
25.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘BRAKE PULL ROD’.
09.06.1993 Repair ‘COUPLER COMPLETE’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘DISCHARGE DOOR’.
09.06.1993 Repair ‘DOOR OPENING MECHANISM’.
09.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘DISCHARGE DOOR’.
15.09.1993 Repair ‘DISCHARGE DOOR’.
15.09.1993 Repair ‘DOOR OPENING MECHANISM’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘BOGIE COMPLETE’.
01.10.1993 Repair ‘BRAKE BLOCK RB95’.
01.10.1993 Repair ‘DISCHARGE DOOR’.
01.10.1993 Repair ‘DISCHARGE DOOR’.
01.10.1993 Repair ‘DOOR OPENING MECHANISM’.
01.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
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24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘DOOR HOPPER LOADING’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘END HOSE’.
07.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1996 Repair ‘BRAKE PULL ROD’.

HD 15

Details: wagon ‘HD 15 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 25.08.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 29.10.1996
Due Triple Valve: 23.08.1990
Last Triple Valve: 08.02.1990
Last Brake Cylinder: 08.02.1990
Last Single Car Test: 08.02.1996
Last Lift: 15.11.1980

21.07.1987 Alteration complete ‘1. FIT 305 MM TOP CENTRE PLATE AND N.G. SIDE
BEARERS. 2. CONVERT BRAKES TO CENTRE PULL. 3. FIT GRADE CONTROL
VALVE. 4. FORWARD TO TASMANIA. AHVY 10 NO. TO BE SELECTED. (RS4208)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.02.1990 Repair ‘COUPLER COMPLETE’.
08.02.1990 Repair ‘DISCHARGE DOOR’.
08.02.1990 Repair ‘DOOR LOCK MECHANISM’.
08.02.1990 Repair ‘DOOR OPENING MECHANISM’.
08.02.1990 Repair ‘DOOR SEAL’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘EMPTY LOAD VALVE’.
08.02.1990 Repair ‘END HOSE’.
08.02.1990 Repair ‘GRADE CONTROL VALVE’.
08.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1990 Repair ‘HOSE FITTINGS’.
08.02.1990 Repair ‘LADDER’.
08.02.1990 Repair ‘NYLON HOSE’.
08.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1990 Repair ‘SIDE BEARER’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE LOAD CAPACITY’.
08.02.1990 Repair ‘VEHICLE RECLASSIFY’.
08.02.1990 Repair ‘VEHICLE RENUMBERED’.
08.02.1990 Repair ‘VEHICLE RETARE’.
08.02.1990 Repair ‘YOKE COMPLETE’.
08.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 9 L’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘RELAY VALVE’.
30.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BRAKE BLOCK RB95’.
13.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

6687



2. TIMS GROUP INFORMATION - WAGONS

07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘DISCHARGE DOOR’.
24.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘DISCHARGE DOOR’.
05.12.1991 Repair ‘DOOR OPENING MECHANISM’.
05.12.1991 Repair ‘SIDE STEP’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘DISCHARGE DOOR’.
15.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘DISCHARGE DOOR’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE COMPLETE’.
03.11.1992 Repair ‘BRAKE LEVER’.
03.11.1992 Repair ‘COUPLER COMPLETE’.
03.11.1992 Repair ‘DOOR OPENING MECHANISM’.
03.11.1992 Repair ‘END BRAKE COCK’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRAKE BLOCK RB95’.
14.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1992 Repair ‘HANDRAILS END’.
14.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE COMPLETE’.
20.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1993 Repair ‘BRAKE PIN’.
20.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.05.1993 Repair ‘BOGIE COMPLETE’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘COUPLER COMPLETE’.
11.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE COMPLETE’.
26.04.1994 Repair ‘BRAKE BLOCK RB95’.
26.04.1994 Repair ‘COUPLER COMPLETE’.
26.04.1994 Repair ‘DOOR HINGES AND PINS’.
26.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DISCHARGE DOOR’.
31.05.1994 Repair ‘DOOR OPENING MECHANISM’.
06.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1994 Repair ‘BOGIE COMPLETE’.
06.09.1994 Repair ‘COUPLER COMPLETE’.
06.09.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1995 Repair ‘WHEEL SET’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1996 Repair ‘DISCHARGE DOOR’.

HD 16

Details: wagon ‘HD 16 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 04.02.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 17.06.1996
Last Triple Valve: 09.09.1988
Last Brake Cylinder: 20.09.1988
Last Single Car Test: 05.10.1994
Last Lift: 10.01.1983

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘DISCHARGE DOOR’.
28.08.1989 Repair ‘DOOR LOCK MECHANISM’.
28.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘COUPLER COMPLETE’.
14.09.1989 Repair ‘DISCHARGE DOOR’.
14.09.1989 Repair ‘DOOR LOCK MECHANISM’.
14.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘DISCHARGE DOOR’.
09.11.1989 Repair ‘DOOR OPENING MECHANISM’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘BRAKE BLOCK RB95’.
22.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.02.1990 Repair ‘BRAKE LEVER’.
22.02.1990 Repair ‘BRAKE PULL ROD’.
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22.02.1990 Repair ‘DISCHARGE DOOR’.
22.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘DISCHARGE DOOR’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Repair ‘DISCHARGE DOOR’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Repair ‘DISCHARGE DOOR’.
20.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.10.1990 Repair ‘DOOR LOCK MECHANISM’.
31.10.1990 Repair ‘END BRAKE COCK’.
31.10.1990 Repair ‘TRAIN PIPE (END)’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘DISCHARGE DOOR’.
01.11.1990 Repair ‘DOOR OPENING MECHANISM’.
01.11.1990 Repair ‘SIDE STEP’.
01.11.1990 Repair ‘TRAIN PIPE (END)’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘COUPLER COMPLETE’.
18.03.1991 Repair ‘DISCHARGE DOOR’.
18.03.1991 Repair ‘DOOR HOPPER LOADING’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘DOOR COMPLETE’.
22.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1991 Repair ‘DISCHARGE DOOR’.
24.09.1991 Repair ‘DOOR HINGES AND PINS’.
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24.09.1991 Repair ‘DOOR OPENING MECHANISM’.
24.09.1991 Repair ‘VEHICLE RETARE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘BRAKE LEVER’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘DISCHARGE DOOR’.
21.01.1992 Repair ‘DOOR OPENING MECHANISM’.
24.01.1992 Repair ‘DISCHARGE DOOR’.
24.01.1992 Repair ‘DISCHARGE DOOR’.
24.01.1992 Repair ‘DOOR OPENING MECHANISM’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE COMPLETE’.
23.03.1992 Repair ‘BRAKE LEVER’.
23.03.1992 Repair ‘COUPLER COMPLETE’.
23.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘DISCHARGE DOOR’.
06.05.1992 Repair ‘DOOR OPENING MECHANISM’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB95’.
15.07.1992 Repair ‘DISCHARGE DOOR’.
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1992 Repair ‘BRANCH PIPE’.
28.08.1992 Repair ‘DISCHARGE DOOR’.
28.08.1992 Repair ‘DOOR HINGES AND PINS’.
28.08.1992 Repair ‘DOOR LOCK MECHANISM’.
28.08.1992 Repair ‘DOOR OPENING MECHANISM’.
28.08.1992 Repair ‘DOOR SEAL’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘DISCHARGE DOOR’.
24.11.1992 Repair ‘DOOR HINGES AND PINS’.
24.11.1992 Repair ‘DOOR LOCK MECHANISM’.
24.11.1992 Repair ‘DOOR OPENING MECHANISM’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
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10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘DISCHARGE DOOR’.
18.02.1993 Repair ‘DOOR LOCK MECHANISM’.
18.02.1993 Repair ‘DOOR OPENING MECHANISM’.
18.02.1993 Repair ‘END BRAKE COCK’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE COMPLETE’.
25.03.1993 Repair ‘COUPLER COMPLETE’.
25.03.1993 Repair ‘DOOR OPENING MECHANISM’.
13.05.1993 Repair ‘BOGIE COMPLETE’.
13.05.1993 Repair ‘COUPLER COMPLETE’.
13.05.1993 Repair ‘DISCHARGE DOOR’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘DISCHARGE DOOR’.
09.06.1993 Repair ‘DOOR OPENING MECHANISM’.
09.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Repair ‘DISCHARGE DOOR’.
24.09.1993 Repair ‘DOOR HINGES AND PINS’.
24.09.1993 Repair ‘DOOR OPENING MECHANISM’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘ROOF COMPLETE’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘COUPLER COMPLETE’.
22.11.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘DOOR OPENING MECHANISM’.
22.11.1993 Repair ‘END BRAKE COCK’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE COMPLETE’.
25.11.1993 Repair ‘DOOR HINGES AND PINS’.
25.11.1993 Repair ‘DOOR LOCK MECHANISM’.
25.11.1993 Repair ‘DOOR OPENING MECHANISM’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE COMPLETE’.
30.11.1993 Repair ‘COUPLER COMPLETE’.
30.11.1993 Repair ‘DISCHARGE DOOR’.
30.11.1993 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
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14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘TRAIN PIPE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE PULL ROD’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘END BRAKE COCK’.
09.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Repair ‘BOGIE COMPLETE’.
15.04.1994 Repair ‘LADDER’.
15.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘COUPLER COMPLETE’.
01.07.1994 Repair ‘DISCHARGE DOOR’.
01.07.1994 Repair ‘DOOR OPENING MECHANISM’.
01.07.1994 Repair ‘DOOR OPENING MECHANISM’.
01.07.1994 Repair ‘END BRAKE COCK’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BOGIE COMPLETE’.
04.08.1994 Repair ‘COUPLER COMPLETE’.
04.08.1994 Repair ‘DISCHARGE DOOR’.
04.08.1994 Repair ‘DISCHARGE DOOR’.
04.08.1994 Repair ‘END BRAKE COCK’.
03.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1994 Repair ‘BOGIE COMPLETE’.
03.10.1994 Repair ‘COUPLER COMPLETE’.
03.10.1994 Repair ‘DISCHARGE DOOR’.
03.10.1994 Repair ‘DOOR OPENING MECHANISM’.
03.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1995 Repair ‘DOOR HOPPER LOADING’.
17.06.1996 Repair ‘WHEEL SET’.

HD 17

Details: wagon ‘HD 17 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
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Tare Weight: 22.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 12.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: WT NC
Return to Service Date: 07.11.1995
Due Triple Valve: 28.02.1989
Last Triple Valve: 08.06.1990
Last Brake Cylinder: 05.10.1988
Last Single Car Test: 08.11.1995
Last Lift: 20.10.1982

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘DOOR LOCK MECHANISM’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BRANCH PIPE’.
09.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.08.1989 Repair ‘DISCHARGE DOOR’.
09.08.1989 Repair ‘DOOR COVERING’.
09.08.1989 Repair ‘DOOR LOCK MECHANISM’.
24.10.1989 Repair ‘DISCHARGE DOOR’.
24.10.1989 Repair ‘DOOR LOCK MECHANISM’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE LEVER’.
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08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘BRANCH PIPE’.
13.12.1990 Repair ‘DISCHARGE DOOR’.
13.12.1990 Repair ‘DOOR HOPPER LOADING’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘VEHICLE STENCILS’.
13.12.1990 Repair ‘WEAR PLATES & SADDLES’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE COMPLETE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘DISCHARGE DOOR’.
19.08.1991 Repair ‘DOOR OPENING MECHANISM’.
19.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘DISCHARGE DOOR’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DOOR OPENING MECHANISM’.
12.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1991 Repair ‘DISCHARGE DOOR’.
20.12.1991 Repair ‘DISCHARGE DOOR’.
20.12.1991 Repair ‘DOOR OPENING MECHANISM’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE BLOCK RB95’.
28.05.1992 Repair ‘DISCHARGE DOOR’.
28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘DOOR OPENING MECHANISM’.
29.10.1992 Repair ‘HANDRAILS END’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘COUPLER COMPLETE’.
03.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1993 Repair ‘BRAKE PIN’.
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07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1993 Repair ‘DISCHARGE DOOR’.
07.05.1993 Repair ‘DISCHARGE DOOR’.
07.05.1993 Repair ‘DOOR OPENING MECHANISM’.
07.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘BRAKE BLOCK RB95’.
09.06.1993 Repair ‘COUPLER COMPLETE’.
09.06.1993 Repair ‘DISCHARGE DOOR’.
09.06.1993 Repair ‘DOOR OPENING MECHANISM’.
09.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1994 Repair ‘BOGIE COMPLETE’.
15.04.1994 Repair ‘BRAKE BLOCK RB95’.
15.04.1994 Repair ‘BRAKE LEVER’.
15.04.1994 Repair ‘DOOR LOCK MECHANISM’.
15.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1994 Repair ‘BOGIE COMPLETE’.
27.07.1994 Repair ‘BRAKE BLOCK RB95’.
27.07.1994 Repair ‘COUPLER COMPLETE’.
27.07.1994 Repair ‘DISCHARGE DOOR’.
27.07.1994 Repair ‘DOOR HINGES AND PINS’.
27.07.1994 Repair ‘DOOR OPENING MECHANISM’.
04.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1994 Repair ‘END FRAME MEMBER’.
19.09.1995 Repair ‘DISCHARGE DOOR’.
31.10.1995 Repair ‘DISCHARGE DOOR’.
07.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HD 18

Details: wagon ‘HD 18 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.5tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 02.02.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 07.03.1997
Due Triple Valve: 28.02.1991
Last Triple Valve: 13.10.1988
Last Brake Cylinder: 13.10.1988
Last Single Car Test: 05.10.1994
Last Lift: 15.10.1982

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE ADAPTER’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘DISCHARGE DOOR’.
28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘DISCHARGE DOOR’.
18.10.1990 Repair ‘DOOR OPENING MECHANISM’.
18.10.1990 Repair ‘END BRAKE COCK’.

6698



2.315. Wagon classification starting with ‘HD’

25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BOGIE SPRING’.
10.09.1991 Repair ‘BOGIE SPRING’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘DISCHARGE DOOR’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘DISCHARGE DOOR’.
16.10.1991 Repair ‘DOOR OPENING MECHANISM’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE COMPLETE’.
02.12.1991 Repair ‘COUPLER COMPLETE’.
02.12.1991 Repair ‘DISCHARGE DOOR’.
02.12.1991 Repair ‘DOOR OPENING MECHANISM’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘COUPLER COMPLETE’.
28.08.1992 Repair ‘DISCHARGE DOOR’.
28.08.1992 Repair ‘DOOR HINGES AND PINS’.
28.08.1992 Repair ‘DOOR LOCK MECHANISM’.
28.08.1992 Repair ‘DOOR OPENING MECHANISM’.
28.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Repair ‘DISCHARGE DOOR’.
15.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1994 Repair ‘BOGIE COMPLETE’.
15.08.1994 Repair ‘BRAKE BLOCK RB95’.
15.08.1994 Repair ‘COUPLER COMPLETE’.
15.08.1994 Repair ‘DISCHARGE DOOR’.
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15.08.1994 Repair ‘DOOR LOCK MECHANISM’.
15.08.1994 Repair ‘DOOR OPENING MECHANISM’.
15.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1994 Repair ‘BOGIE COMPLETE’.
16.09.1994 Repair ‘BRAKE BLOCK RB95’.
16.09.1994 Repair ‘COUPLER COMPLETE’.
16.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1994 Repair ‘ROOF COMPLETE’.
16.09.1994 Repair ‘SIDE STEP’.
16.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1994 Repair ‘BOGIE COMPLETE’.
04.10.1994 Repair ‘BRAKE BLOCK RB95’.
04.10.1994 Repair ‘COUPLER COMPLETE’.
04.10.1994 Repair ‘DISCHARGE DOOR’.
04.10.1994 Repair ‘DOOR HINGES AND PINS’.
04.10.1994 Repair ‘END HOSE’.
04.10.1994 Repair ‘END HOSE’.
11.10.1995 Repair ‘DISCHARGE DOOR’.
07.03.1997 Repair ‘DISCHARGE DOOR’.

HD 19

Details: wagon ‘HD 19 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 21.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 22.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WT NC
Return to Service Date: 27.03.1997
Due Triple Valve: 26.02.1989
Last Triple Valve: 18.10.1988
Last Brake Cylinder: 18.10.1988
Last Single Car Test: 06.01.1995
Last Lift: 15.07.1981

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘DOOR LOCK MECHANISM’.
11.09.1989 Repair ‘DOOR OPENING MECHANISM’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE COMPLETE’.
05.02.1990 Repair ‘BRAKE BLOCK RB95’.
05.02.1990 Repair ‘COUPLER COMPLETE’.
05.02.1990 Repair ‘DISCHARGE DOOR’.
05.02.1990 Repair ‘DOOR OPENING MECHANISM’.
05.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘DISCHARGE DOOR’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘DISCHARGE DOOR’.
06.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘DOOR LOCK MECHANISM’.
01.11.1990 Repair ‘DISCHARGE DOOR’.
01.11.1990 Repair ‘DOOR HINGES AND PINS’.
01.11.1990 Repair ‘DOOR OPENING MECHANISM’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
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10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘DISCHARGE DOOR’.
05.11.1991 Repair ‘VEHICLE RETARE’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘DISCHARGE DOOR’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘DOOR HOPPER LOADING’.
11.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘DOOR OPENING MECHANISM’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘WEAR PLATES & SADDLES’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘DISCHARGE DOOR’.
23.10.1992 Repair ‘DOOR OPENING MECHANISM’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘DISCHARGE DOOR’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1993 Repair ‘SIDE STEP’.
22.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘DISCHARGE DOOR’.
22.09.1993 Repair ‘DOOR OPENING MECHANISM’.
22.09.1993 Repair ‘END BRAKE COCK’.
22.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘DOOR HINGES AND PINS’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Repair ‘TRAIN PIPE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘COUPLER COMPLETE’.
18.03.1994 Repair ‘DOOR OPENING MECHANISM’.
18.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1994 Repair ‘VEHICLE STENCILS’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE COMPLETE’.
21.03.1994 Repair ‘BRAKE PULL ROD’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘DISCHARGE DOOR’.
21.03.1994 Repair ‘DOOR OPENING MECHANISM’.
21.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1994 Repair ‘VEHICLE STENCILS’.
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Repair ‘COUPLER COMPLETE’.
24.05.1994 Repair ‘DOOR OPENING MECHANISM’.
24.05.1994 Repair ‘DOOR OPENING MECHANISM’.
24.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1994 Repair ‘BOGIE COMPLETE’.
03.08.1994 Repair ‘BRAKE PULL ROD’.
03.08.1994 Repair ‘COUPLER COMPLETE’.
03.08.1994 Repair ‘DISCHARGE DOOR’.
03.08.1994 Repair ‘DOOR HINGES AND PINS’.
03.08.1994 Repair ‘DOOR OPENING MECHANISM’.
03.08.1994 Repair ‘END BRAKE COCK’.
03.08.1994 Repair ‘END FRAME MEMBER’.
03.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘BRAKE BLOCK RB95’.
23.11.1994 Repair ‘COUPLER COMPLETE’.
23.11.1994 Repair ‘COUPLER TRIGGER LEVER’.
23.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.01.1995 Repair ‘DOOR COMPLETE’.
14.06.1996 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1997 Repair ‘WHEEL SET’.

HD 20

Details: wagon ‘HD 20 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 23.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 09.02.1996
Last Triple Valve: 09.05.1995
Last Brake Cylinder: 10.11.1988
Last Single Car Test: 09.02.1996
Last Lift: 15.12.1980

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘COUPLER COMPLETE’.
14.09.1989 Repair ‘END BRAKE COCK’.
14.09.1989 Repair ‘SIDE STEP’.
14.09.1989 Repair ‘TRAIN PIPE’.
14.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘DISCHARGE DOOR’.
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30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘COUPLER COMPLETE’.
30.10.1990 Repair ‘DISCHARGE DOOR’.
30.10.1990 Repair ‘DOOR OPENING MECHANISM’.
30.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1990 Repair ‘SIDE STEP’.
30.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘END BRAKE COCK’.
10.07.1991 Repair ‘TRAIN PIPE (END)’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘DOOR OPENING MECHANISM’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRANCH PIPE’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘DOOR OPENING MECHANISM’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Alteration complete ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS

AND GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘DISCHARGE DOOR’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘DOOR OPENING MECHANISM’.
22.10.1992 Repair ‘END BRAKE COCK’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘END BRAKE COCK’.
23.10.1992 Repair ‘TRAIN PIPE (END)’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE COMPLETE’.
28.10.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘BRAKE BLOCK RB95’.
23.11.1992 Repair ‘COUPLER COMPLETE’.
23.11.1992 Repair ‘DISCHARGE DOOR’.
23.11.1992 Repair ‘DOOR LOCK MECHANISM’.
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23.11.1992 Repair ‘DOOR OPENING MECHANISM’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘BRAKE BLOCK RB95’.
13.04.1993 Repair ‘BRAKE LEVER’.
13.04.1993 Repair ‘COUPLER COMPLETE’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Repair ‘WEAR PLATES & SADDLES’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘DOOR OPENING MECHANISM’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘DISCHARGE DOOR’.
03.06.1993 Repair ‘DOOR OPENING MECHANISM’.
03.06.1993 Repair ‘ROOF COMPLETE’.
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘DISCHARGE DOOR’.
12.07.1993 Repair ‘HOSE FITTINGS’.
12.07.1993 Repair ‘HOSE FITTINGS’.
12.07.1993 Repair ‘NYLON HOSE’.
12.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1993 Repair ‘RELAY VALVE’.
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘DISCHARGE DOOR’.
31.07.1993 Repair ‘DOOR OPENING MECHANISM’.
31.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE COMPLETE’.
15.11.1993 Repair ‘COUPLER COMPLETE’.
15.11.1993 Repair ‘COUPLER COMPLETE’.
15.11.1993 Repair ‘DISCHARGE DOOR’.
15.11.1993 Repair ‘DOOR HINGES AND PINS’.
15.11.1993 Repair ‘DOOR OPENING MECHANISM’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘BRAKE PULL ROD’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
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17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘DOOR COMPLETE’.
17.05.1994 Repair ‘DOOR COMPLETE’.
23.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1994 Repair ‘BOGIE COMPLETE’.
23.08.1994 Repair ‘COUPLER COMPLETE’.
23.08.1994 Repair ‘DISCHARGE DOOR’.
23.08.1994 Repair ‘DOOR OPENING MECHANISM’.
23.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.09.1995 Repair ‘DOOR OPENING MECHANISM’.
31.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1996 Repair ‘BOGIE COMPLETE’.

HD 21

Details: wagon ‘HD 21 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 03.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT NC
Return to Service Date: 29.07.1996
Last Triple Valve: 11.01.1989
Last Brake Cylinder: 11.01.1989
Last Single Car Test: 06.01.1995
Last Lift: 15.10.1982

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
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ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘DISCHARGE DOOR’.
25.08.1989 Repair ‘DOOR HINGES AND PINS’.
25.08.1989 Repair ‘DOOR LOCK MECHANISM’.
25.08.1989 Repair ‘DOOR OPENING MECHANISM’.
25.08.1989 Repair ‘LADDER’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘COUPLER COMPLETE’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRANCH PIPE’.
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1989 Repair ‘VEHICLE STENCILS’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘COUPLER COMPLETE’.
25.01.1990 Repair ‘DOOR OPENING MECHANISM’.
25.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘DISCHARGE DOOR’.
12.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1990 Repair ‘BOGIE COMPLETE’.
18.05.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘COUPLER COMPLETE’.
18.05.1990 Repair ‘END HOSE’.
18.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
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12.03.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DOOR HOPPER LOADING’.
27.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘DISCHARGE DOOR’.
18.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
21.08.1991 Repair ‘HANDBRAKE HANDLE’.
21.08.1991 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘BRAKE BLOCK RB95’.
12.09.1991 Repair ‘BRANCH PIPE’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘DISCHARGE DOOR’.
12.09.1991 Repair ‘DOOR OPENING MECHANISM’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘DISCHARGE DOOR’.
15.10.1991 Repair ‘DOOR OPENING MECHANISM’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘END BRAKE COCK’.
15.10.1991 Repair ‘TRAIN PIPE (END)’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘DOOR OPENING MECHANISM’.
05.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘TRAIN PIPE (END)’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.07.1992 Repair ‘BRAKE BLOCK RB95’.
16.07.1992 Repair ‘BRAKE PIN’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘DISCHARGE DOOR’.
17.11.1992 Repair ‘DOOR OPENING MECHANISM’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1992 Repair ‘WEAR PLATES & SADDLES’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘BRAKE PIN’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘DISCHARGE DOOR’.
24.08.1993 Repair ‘DOOR OPENING MECHANISM’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘COUPLER COMPLETE’.
09.12.1993 Repair ‘DISCHARGE DOOR’.
09.12.1993 Repair ‘DOOR HINGES AND PINS’.
09.12.1993 Repair ‘DOOR OPENING MECHANISM’.
09.12.1993 Repair ‘ROOF COMPLETE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘DISCHARGE DOOR’.
19.01.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1994 Repair ‘END BRAKE COCK’.
19.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘CARD OR CLIP HOLDER’.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘DISCHARGE DOOR’.
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16.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1994 Repair ‘ROOF COMPLETE’.
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1994 Repair ‘BOGIE COMPLETE’.
16.08.1994 Repair ‘BRAKE BLOCK RB95’.
16.08.1994 Repair ‘COUPLER COMPLETE’.
16.08.1994 Repair ‘DOOR LOCK MECHANISM’.
16.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1994 Repair ‘ROOF COMPLETE’.
27.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1994 Repair ‘BOGIE COMPLETE’.
27.10.1994 Repair ‘COUPLER COMPLETE’.
27.10.1994 Repair ‘DISCHARGE DOOR’.
27.10.1994 Repair ‘DOOR OPENING MECHANISM’.
27.10.1994 Repair ‘END BRAKE COCK’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘DOOR COMPLETE’.
05.01.1995 Repair ‘END BRAKE COCK’.
20.05.1996 Repair ‘WHEEL SET’.
29.07.1996 Repair ‘DISCHARGE DOOR’.

HD 22

Details: wagon ‘HD 22 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 23.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 27.04.1976
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 20.03.1996
Last Triple Valve: 28.06.1989
Last Brake Cylinder: 27.06.1989
Last Single Car Test: 21.03.1996
Last Lift: 15.06.1978
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26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE PIN’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘DOOR LOCK MECHANISM’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE COMPLETE’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘COUPLER COMPLETE’.
20.11.1989 Repair ‘END BRAKE COCK’.
20.11.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘SIDE STEP’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRAKE BLOCK RB95’.
23.01.1991 Repair ‘DISCHARGE DOOR’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DOOR HOPPER LOADING’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Repair ‘HANDRAILS END’.
27.03.1991 Repair ‘LADDER’.
27.03.1991 Repair ‘RELAY VALVE’.
27.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘BRANCH PIPE’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1992 Repair ‘COUPLER COMPLETE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE COMPLETE’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘DOOR OPENING MECHANISM’.
29.10.1992 Repair ‘HANDRAILS END’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘BRAKE BLOCK RB95’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘COUPLER COMPLETE’.
01.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘DISCHARGE DOOR’.
13.12.1993 Repair ‘DOOR OPENING MECHANISM’.
13.12.1993 Repair ‘ROOF COMPLETE’.
13.12.1993 Repair ‘SIDE MEMBER’.
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘BRAKE BLOCK RB95’.
14.03.1994 Repair ‘COUPLER COMPLETE’.
14.03.1994 Repair ‘DOOR LOCK MECHANISM’.
14.03.1994 Repair ‘DOOR OPENING MECHANISM’.
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14.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1994 Repair ‘VEHICLE STENCILS’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE COMPLETE’.
31.03.1994 Repair ‘COUPLER COMPLETE’.
31.03.1994 Repair ‘DISCHARGE DOOR’.
31.03.1994 Repair ‘DOOR OPENING MECHANISM’.
31.03.1994 Repair ‘EMPTY LOAD VALVE’.
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BOGIE COMPLETE’.
22.04.1994 Repair ‘COUPLER COMPLETE’.
22.04.1994 Repair ‘DOOR OPENING MECHANISM’.
04.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1994 Repair ‘BOGIE COMPLETE’.
04.10.1994 Repair ‘BRAKE BLOCK RB95’.
04.10.1994 Repair ‘COUPLER COMPLETE’.
04.10.1994 Repair ‘DISCHARGE DOOR’.
04.10.1994 Repair ‘DOOR HINGES AND PINS’.
04.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘BOGIE COMPLETE’.
25.10.1994 Repair ‘COUPLER COMPLETE’.
25.10.1994 Repair ‘DOOR HINGES AND PINS’.
10.08.1995 Repair ‘WHEEL SET’.
18.12.1995 Repair ‘END BRAKE COCK’.
20.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HD 23

Details: wagon ‘HD 23 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 04.03.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ
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Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 04.09.1995
Last Triple Valve: 04.08.1989
Last Brake Cylinder: 04.08.1989
Last Single Car Test: 25.11.1994
Last Lift: 25.05.1979

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.08.1989 Repair ‘DISCHARGE DOOR’.
03.08.1989 Repair ‘DOOR HINGES AND PINS’.
03.08.1989 Repair ‘DOOR LOCK MECHANISM’.
03.08.1989 Repair ‘DOOR SEAL’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Repair ‘HANDBRAKE HANDLE’.
03.08.1989 Repair ‘ISOLATING COCK’.
03.08.1989 Repair ‘LADDER’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘ROOF COMPLETE’.
03.08.1989 Repair ‘SIDE BEARER’.
03.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1989 Repair ‘VEHICLE COMPLETE’.
03.08.1989 Repair ‘VEHICLE LOAD CAPACITY’.
03.08.1989 Repair ‘VEHICLE RECLASSIFY’.
03.08.1989 Repair ‘VEHICLE RENUMBERED’.
03.08.1989 Repair ‘VEHICLE RETARE’.
03.08.1989 Repair ‘WEAR PLATES & SADDLES’.
03.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 3 D’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘COUPLER COMPLETE’.
25.08.1989 Repair ‘DISCHARGE DOOR’.
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20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
03.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘DISCHARGE DOOR’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘DISCHARGE DOOR’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘NYLON HOSE’.
15.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘DISCHARGE DOOR’.
04.03.1992 Repair ‘DOOR HOPPER LOADING’.
04.03.1992 Repair ‘DOOR OPENING MECHANISM’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1992 Repair ‘BOGIE COMPLETE’.
23.03.1992 Repair ‘COUPLER COMPLETE’.
23.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.05.1992 Repair ‘BRAKE BLOCK RB95’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘DISCHARGE DOOR’.
10.11.1992 Repair ‘DOOR SEAL’.
10.11.1992 Repair ‘HANDRAILS END’.
10.11.1992 Repair ‘LADDER’.
10.11.1992 Repair ‘ROOF COMPLETE’.
10.11.1992 Repair ‘VEHICLE RETARE’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘DOOR LOCK MECHANISM’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘COUPLER COMPLETE’.
30.03.1994 Repair ‘DOOR OPENING MECHANISM’.
30.03.1994 Repair ‘RELAY VALVE’.
24.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1994 Repair ‘BOGIE COMPLETE’.
24.11.1994 Repair ‘BRAKE BLOCK RB95’.
24.11.1994 Repair ‘COUPLER COMPLETE’.
24.11.1994 Repair ‘DOOR OPENING MECHANISM’.
24.11.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1995 Repair ‘END BRAKE COCK’.
04.09.1995 Repair ‘DISCHARGE DOOR’.

HD 24

Details: wagon ‘HD 24 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 28.04.1976
Operating System: AN
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Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 30.04.1997
Due Triple Valve: 11.03.1989
Last Triple Valve: 21.08.1989
Last Brake Cylinder: 21.08.1989
Last Single Car Test: 09.02.1996
Last Lift: 20.10.1981

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

26.06.1989 Reclassified from wagon ‘HD 24 W’ to ’ wagon ‘HD 22 E’.
27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:

‘HD’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE PULL ROD’.
21.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘DOOR HINGES AND PINS’.
21.08.1989 Repair ‘DOOR LOCK MECHANISM’.
21.08.1989 Repair ‘DOOR SEAL’.
21.08.1989 Repair ‘EMPTY LOAD VALVE’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘GRADE CONTROL VALVE’.
21.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1989 Repair ‘HANDBRAKE HANDLE’.
21.08.1989 Repair ‘HOSE FITTINGS’.
21.08.1989 Repair ‘LADDER’.
21.08.1989 Repair ‘NYLON HOSE’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘ROOF COMPLETE’.
21.08.1989 Repair ‘SIDE BEARER’.
21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE LOAD CAPACITY’.
21.08.1989 Repair ‘VEHICLE RECLASSIFY’.
21.08.1989 Repair ‘VEHICLE RENUMBERED’.
21.08.1989 Repair ‘VEHICLE RETARE’.
21.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 27 J’
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28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘DOOR LOCK MECHANISM’.
28.08.1989 Repair ‘DOOR SEAL’.
28.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘COUPLER COMPLETE’.
15.11.1989 Repair ‘DOOR HINGES AND PINS’.
15.11.1989 Repair ‘DOOR OPENING MECHANISM’.
15.11.1989 Repair ‘END BRAKE COCK’.
15.11.1989 Repair ‘END HOSE’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘DISCHARGE DOOR’.
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE LEVER’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE COMPLETE’.
03.06.1992 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘COUPLER COMPLETE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRAKE BLOCK RB95’.
19.06.1992 Repair ‘BRAKE BLOCK RB95’.
19.06.1992 Repair ‘COUPLER COMPLETE’.
19.06.1992 Repair ‘COUPLER COMPLETE’.
19.06.1992 Repair ‘DISCHARGE DOOR’.
19.06.1992 Repair ‘DISCHARGE DOOR’.
19.06.1992 Repair ‘DOOR OPENING MECHANISM’.
19.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘BRAKE BLOCK RB95’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘GRADE CONTROL VALVE’.
15.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1993 Repair ‘HOSE FITTINGS’.
15.03.1993 Repair ‘NYLON HOSE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DISCHARGE DOOR’.
07.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘BRAKE BLOCK RB95’.
15.03.1994 Repair ‘COUPLER COMPLETE’.
15.03.1994 Repair ‘DOOR LOCK MECHANISM’.
15.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1997 Repair ‘TRAIN PIPE (END)’.
30.04.1997 Repair ‘TRAIN PIPE’.
30.04.1997 Issued at location ‘East Tamar Junction’
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HD 25

Details: wagon ‘HD 25 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 23.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 01.02.1977
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 06.03.1996
Last Triple Valve: 27.07.1989
Last Brake Cylinder: 27.07.1989
Last Single Car Test: 25.01.1995
Last Lift: 08.05.1980

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
27.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.07.1989 Repair ‘DISCHARGE DOOR’.
27.07.1989 Repair ‘DOOR HINGES AND PINS’.
27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Repair ‘DOOR SEAL’.
27.07.1989 Repair ‘EMPTY LOAD VALVE’.
27.07.1989 Repair ‘END BRAKE COCK’.
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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27.07.1989 Repair ‘HANDBRAKE HANDLE’.
27.07.1989 Repair ‘HOSE FITTINGS’.
27.07.1989 Repair ‘ISOLATING COCK’.
27.07.1989 Repair ‘LADDER’.
27.07.1989 Repair ‘NYLON HOSE’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘ROOF COMPLETE’.
27.07.1989 Repair ‘SIDE BEARER’.
27.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Repair ‘VEHICLE RENUMBERED’.
27.07.1989 Repair ‘VEHICLE RETARE’.
27.07.1989 Repair ‘WEAR PLATES & SADDLES’.
27.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 28 S’
27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:

‘HD’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘DOOR SEAL’.
21.09.1989 Repair ‘ROOF COMPLETE’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘DOOR LOCK MECHANISM’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE COMPLETE’.
08.01.1990 Repair ‘COUPLER COMPLETE’.
08.01.1990 Repair ‘DOOR COMPLETE’.
08.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1990 Repair ‘SIDE BEARER’.
01.11.1990 Repair ‘SIDE BEARER’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘HOSE FITTINGS’.
13.03.1991 Repair ‘RELAY VALVE’.
13.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘DOOR HOPPER LOADING’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Repair ‘END BRAKE COCK’.
27.03.1991 Repair ‘LADDER’.
27.03.1991 Repair ‘TRAIN PIPE (END)’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Repair ‘DISCHARGE DOOR’.
26.06.1991 Repair ‘EMPTY LOAD VALVE’.
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘BRAKE BLOCK RB95’.
17.02.1992 Repair ‘BRAKE LEVER’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘DISCHARGE DOOR’.
17.02.1992 Repair ‘DOOR HOPPER LOADING’.
17.02.1992 Repair ‘DOOR OPENING MECHANISM’.
17.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BRAKE PIN’.
12.03.1992 Repair ‘DOOR OPENING MECHANISM’.
12.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1992 Repair ‘BOGIE COMPLETE’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB95’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘DISCHARGE DOOR’.
19.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘BRAKE BLOCK RB95’.
28.01.1993 Repair ‘COUPLER COMPLETE’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘BRAKE BLOCK RB95’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘COUPLER COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE LEVER’.
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE COMPLETE’.
09.03.1994 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘COUPLER COMPLETE’.
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09.03.1994 Repair ‘DISCHARGE DOOR’.
09.03.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE PULL ROD’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DOOR COVERING’.
09.04.1994 Repair ‘EMPTY LOAD VALVE’.
18.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1994 Repair ‘BOGIE COMPLETE’.
18.04.1994 Repair ‘BRAKE BLOCK RB95’.
18.04.1994 Repair ‘COUPLER COMPLETE’.
18.04.1994 Repair ‘EMPTY LOAD VALVE’.
18.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1994 Repair ‘BOGIE COMPLETE’.
03.10.1994 Repair ‘BRAKE BLOCK RB95’.
03.10.1994 Repair ‘BRAKE PULL ROD’.
03.10.1994 Repair ‘COUPLER COMPLETE’.
03.10.1994 Repair ‘DISCHARGE DOOR’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘DOOR COMPLETE’.
24.01.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1996 Repair ‘WHEEL SET’.

HD 26

Details: wagon ‘HD 26 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 23.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 24.01.1994
Last Triple Valve: 21.03.1990
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 24.01.1994
Last Lift: 24.01.1983

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘BRAKE PULL ROD’.
21.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1989 Repair ‘DISCHARGE DOOR’.
21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘DOOR HINGES AND PINS’.
21.08.1989 Repair ‘DOOR LOCK MECHANISM’.
21.08.1989 Repair ‘DOOR SEAL’.
21.08.1989 Repair ‘EMPTY LOAD VALVE’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘GRADE CONTROL VALVE’.
21.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1989 Repair ‘HANDBRAKE HANDLE’.
21.08.1989 Repair ‘HOSE FITTINGS’.
21.08.1989 Repair ‘LADDER’.
21.08.1989 Repair ‘NYLON HOSE’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘ROOF COMPLETE’.
21.08.1989 Repair ‘SIDE BEARER’.
21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE LOAD CAPACITY’.
21.08.1989 Repair ‘VEHICLE RECLASSIFY’.
21.08.1989 Repair ‘VEHICLE RENUMBERED’.
21.08.1989 Repair ‘VEHICLE RETARE’.
21.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 6 H’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘BRANCH PIPE’.
30.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
30.08.1989 Repair ‘DOOR SEAL’.
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06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘DOOR SEAL’.
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BRAKE PULL ROD’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BRAKE PULL ROD’.
21.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1990 Repair ‘BOGIE COMPLETE’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
02.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘RELAY VALVE’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘TRAIN PIPE (END)’.
06.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1990 Repair ‘BRAKE LEVER’.
15.10.1990 Repair ‘BRANCH PIPE’.
15.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1990 Repair ‘DOOR OPENING MECHANISM’.
15.10.1990 Repair ‘EMPTY LOAD VALVE’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘END FRAME MEMBER’.
15.10.1990 Repair ‘END HOSE’.
15.10.1990 Repair ‘END SHEETING’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1990 Repair ‘HANDBRAKE HANDLE’.
15.10.1990 Repair ‘LADDER’.
15.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘STEP’.
15.10.1990 Repair ‘TRAIN PIPE (END)’.
15.10.1990 Repair ‘TRAIN PIPE’.
15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘DISCHARGE DOOR’.
13.12.1990 Repair ‘DOOR HOPPER LOADING’.
13.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘END BRAKE COCK’.
03.12.1991 Repair ‘END HOSE’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘CARD OR CLIP HOLDER’.
06.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BRAKE BLOCK RB95’.
13.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.07.1992 Repair ‘DOOR OPENING MECHANISM’.
13.07.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1992 Repair ‘END BRAKE COCK’.
13.07.1992 Repair ‘TRAIN PIPE (END)’.
13.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘DOOR COVERING’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘BRAKE LEVER’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1993 Repair ‘BOGIE COMPLETE’.
13.01.1993 Repair ‘BRAKE BLOCK RB95’.
13.01.1993 Repair ‘BRAKE CONTROL PIPE’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘BRAKE BLOCK RB95’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘DISCHARGE DOOR’.
03.06.1993 Repair ‘DOOR OPENING MECHANISM’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
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03.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘DOOR HOPPER LOADING’.
24.01.1994 Repair ‘END BRAKE COCK’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

HD 27

Details: wagon ‘HD 27 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 03.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 05.03.1997
Last Triple Valve: 04.06.1990
Last Brake Cylinder: 16.08.1989
Last Single Car Test: 22.10.1993
Last Lift: 15.02.1981

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
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15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.08.1989 Repair ‘DISCHARGE DOOR’.
15.08.1989 Repair ‘DOOR COMPLETE’.
15.08.1989 Repair ‘DOOR HINGES AND PINS’.
15.08.1989 Repair ‘DOOR LOCK MECHANISM’.
15.08.1989 Repair ‘DOOR OPENING MECHANISM’.
15.08.1989 Repair ‘DOOR SEAL’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘END HOSE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Repair ‘HANDBRAKE HANDLE’.
15.08.1989 Repair ‘HOSE FITTINGS’.
15.08.1989 Repair ‘LADDER’.
15.08.1989 Repair ‘NYLON HOSE’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘ROOF COMPLETE’.
15.08.1989 Repair ‘SIDE BEARER’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1989 Repair ‘VEHICLE COMPLETE’.
15.08.1989 Repair ‘VEHICLE LOAD CAPACITY’.
15.08.1989 Repair ‘VEHICLE RECLASSIFY’.
15.08.1989 Repair ‘VEHICLE RENUMBERED’.
15.08.1989 Repair ‘VEHICLE RETARE’.
15.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 16 P’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘DOOR SEAL’.
06.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRAKE PULL ROD’.
03.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘DOOR HOPPER LOADING’.
13.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
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29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘DISCHARGE DOOR’.
14.08.1991 Repair ‘ROOF SHEET’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRAKE BLOCK RB95’.
10.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘BRAKE BLOCK RB95’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘DISCHARGE DOOR’.
22.10.1993 Repair ‘DOOR COVERING’.
22.10.1993 Repair ‘DOOR HINGES AND PINS’.
22.10.1993 Repair ‘DOOR OPENING MECHANISM’.
26.06.1996 Repair ‘TRAIN PIPE (END)’.
05.03.1997 Repair ‘DISCHARGE DOOR’.

HD 28

Details: wagon ‘HD 28 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 15.08.1975
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Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 28.08.1995
Last Triple Valve: 19.07.1990
Last Single Car Test: 24.06.1994
Last Lift: 20.12.1980

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘BRAKE LEVER’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.09.1989 Repair ‘DISCHARGE DOOR’.
15.09.1989 Repair ‘DOOR HINGES AND PINS’.
15.09.1989 Repair ‘DOOR LOCK MECHANISM’.
15.09.1989 Repair ‘DOOR OPENING MECHANISM’.
15.09.1989 Repair ‘DOOR SEAL’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘END BRAKE COCK’.
15.09.1989 Repair ‘END HOSE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1989 Repair ‘HANDBRAKE HANDLE’.
15.09.1989 Repair ‘HOSE FITTINGS’.
15.09.1989 Repair ‘LADDER’.
15.09.1989 Repair ‘NYLON HOSE’.
15.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1989 Repair ‘ROOF COMPLETE’.
15.09.1989 Repair ‘SIDE BEARER’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Repair ‘VEHICLE COMPLETE’.
15.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
15.09.1989 Repair ‘VEHICLE RECLASSIFY’.
15.09.1989 Repair ‘VEHICLE RENUMBERED’.
15.09.1989 Repair ‘VEHICLE RETARE’.

6732



2.315. Wagon classification starting with ‘HD’

15.09.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 19 T’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘COUPLER COMPLETE’.
02.10.1989 Repair ‘DISCHARGE DOOR’.
02.10.1989 Repair ‘DOOR OPENING MECHANISM’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BRAKE PIN’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘BRANCH PIPE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘DISCHARGE DOOR’.
14.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘BRAKE CONTROL PIPE’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘END BRAKE COCK’.
20.04.1990 Repair ‘TRAIN PIPE (END)’.
20.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1990 Repair ‘COUPLER COMPLETE’.
15.11.1990 Repair ‘BRAKE BLOCK RB95’.
15.11.1990 Repair ‘BRAKE LEVER’.
15.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BRAKE BLOCK RB95’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘EMPTY LOAD VALVE’.
13.06.1991 Repair ‘END BRAKE COCK’.
13.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BRAKE BLOCK RB95’.
07.10.1991 Repair ‘DOOR LOCK MECHANISM’.
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.
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17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘COUPLER KNUCKLE’.
17.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘COUPLER COMPLETE’.
23.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BRAKE BLOCK RB95’.
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘BRAKE BLOCK RB95’.
30.03.1994 Repair ‘COUPLER COMPLETE’.
30.03.1994 Repair ‘DOOR HINGES AND PINS’.
30.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1994 Repair ‘ROOF SHEET’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1994 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘COUPLER COMPLETE’.
13.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE PULL ROD’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘END BRAKE COCK’.
28.08.1995 Repair ‘DISCHARGE DOOR’.

HD 29

Details: wagon ‘HD 29 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.8m
Tare Weight: 22.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $9010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W143
Date Built: 03.09.1975
Operating System: AN
Intended Use: SUPER
Remarks: EX AHVY;WITH ROOF
BSG Code: FTHZ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WT
Return to Service Date: 16.11.1994
Last Triple Valve: 17.01.1991
Last Single Car Test: 16.11.1994
Last Lift: 08.04.1983

26.11.1987 Alteration complete ‘CONVERT 20 ‘AHVY’ HOPPER WAGONS FOR
TASMANIAN SUPERPHOSPHATE TRAFFIC. ALSO MANUFACTURE 10
ADDITIONAL WAGON SETS OF BODY COMPONENTS AND FORWARD
DETAILS TO TASMANIA FOR FITTING TO 10 WAGONS CONVERTED TO
RS4208. GRADE CONTROL VALVES TO BE FORWARDED AND FITTED IN
TASMANIA. ALL REMAINING 20 ‘AHVY’ WAGONS. (RS4236)’.

27.07.1989 Alteration complete ‘RECLASSIFY AHVY TO HD CLASS (2096)’. New class:
‘HD’.

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE LEVER’.
11.09.1989 Repair ‘BRAKE PULL ROD’.
11.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1989 Repair ‘DISCHARGE DOOR’.
11.09.1989 Repair ‘DOOR LOCK MECHANISM’.
11.09.1989 Repair ‘DOOR OPENING MECHANISM’.
11.09.1989 Repair ‘DOOR SEAL’.
11.09.1989 Repair ‘EMPTY LOAD VALVE’.
11.09.1989 Repair ‘END HOSE’.
11.09.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1989 Repair ‘HANDBRAKE HANDLE’.
11.09.1989 Repair ‘HOSE FITTINGS’.
11.09.1989 Repair ‘LADDER’.
11.09.1989 Repair ‘NYLON HOSE’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1989 Repair ‘ROOF COMPLETE’.
11.09.1989 Repair ‘SIDE BEARER’.
11.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1989 Repair ‘VEHICLE COMPLETE’.
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11.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
11.09.1989 Repair ‘VEHICLE RECLASSIFY’.
11.09.1989 Repair ‘VEHICLE RENUMBERED’.
11.09.1989 Repair ‘VEHICLE RETARE’.
11.09.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘AHVY 26 A’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘BRANCH PIPE’.
31.10.1989 Repair ‘COUPLER COMPLETE’.
31.10.1989 Repair ‘DOOR OPENING MECHANISM’.
31.10.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘TRAIN PIPE’.
08.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
28.05.1990 Repair ‘END BRAKE COCK’.
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.01.1991 Repair ‘COUPLER COMPLETE’.
17.01.1991 Repair ‘DOOR COVERING’.
17.01.1991 Repair ‘DOOR LOCK MECHANISM’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘TRAIN PIPE (END)’.
17.01.1991 Repair ‘WHEEL SET’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘EMPTY LOAD VALVE’.
03.04.1991 Repair ‘RELAY VALVE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BRAKE BLOCK RB95’.
27.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Alteration ‘REMOVE OUTSIDE DISCHARGE DOORS ,SHAFTS AND

GEARBOXES TO FACILITATE EASIER OPENNING OF INSIDE DISCHARGE
DOORS. (2140)’.

11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘END BRAKE COCK’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘END BRAKE COCK’.
20.04.1993 Repair ‘SIDE STEP’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘COUPLER COMPLETE’.
16.08.1993 Repair ‘DOOR OPENING MECHANISM’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘HOSE FITTINGS’.
16.08.1993 Repair ‘NYLON HOSE’.
16.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘END BRAKE COCK’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE PULL ROD’.
13.10.1993 Repair ‘BRANCH PIPE’.
13.10.1993 Repair ‘DISCHARGE DOOR’.
13.10.1993 Repair ‘DOOR OPENING MECHANISM’.
13.10.1993 Repair ‘END HOSE’.
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13.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BOGIE COMPLETE’.
10.03.1994 Repair ‘BRAKE BLOCK RB95’.
10.03.1994 Repair ‘COUPLER COMPLETE’.
10.03.1994 Repair ‘DOOR OPENING MECHANISM’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1994 Repair ‘BOGIE COMPLETE’.
16.11.1994 Repair ‘BRAKE BLOCK RB95’.
16.11.1994 Repair ‘COUPLER COMPLETE’.
16.11.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

2.316 Wagon classification starting with ‘HE’

HE 1

Details: wagon ‘HE 1 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 04.04.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 17.03.1997
Last Triple Valve: 26.07.1991
Last Brake Cylinder: 26.07.1991
Last Single Car Test: 09.02.1996

01.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Issued at location ‘Devonport’ with a previous code of wagon ‘QE 1 N’
10.11.1989 Repair ‘BOGIE SPRING’.
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10.11.1989 Repair ‘BRAKE PULL ROD’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 1 N’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE CONTROL PIPE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘BRANCH PIPE’.
26.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.07.1991 Repair ‘COUPLER COMPLETE’.
26.07.1991 Repair ‘DOOR COMPLETE’.
26.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.07.1991 Repair ‘END BRAKE COCK’.
26.07.1991 Repair ‘END HOSE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Repair ‘TRAIN PIPE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE LOAD CAPACITY’.
26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Repair ‘VEHICLE RENUMBERED’.
26.07.1991 Repair ‘VEHICLE RETARE’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Repair ‘YOKE COMPLETE’.
26.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 1 N’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE SPRING’.
05.05.1992 Repair ‘END SHEETING’.
05.05.1992 Repair ‘ROOF COMPLETE’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.02.1993 Repair ‘DISCHARGE DOOR’.
12.02.1993 Repair ‘DOOR HOPPER LOADING’.
12.02.1993 Repair ‘VEHICLE STENCILS’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE PULL ROD’.
04.05.1994 Repair ‘COUPLER COMPLETE’.
04.05.1994 Repair ‘DOOR OPENING MECHANISM’.
04.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1994 Repair ‘BOGIE COMPLETE’.
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30.08.1994 Repair ‘BOGIE SPRING’.
30.08.1994 Repair ‘BRAKE BLOCK RB95’.
30.08.1994 Repair ‘BRAKE PULL ROD’.
30.08.1994 Repair ‘COUPLER COMPLETE’.
30.08.1994 Repair ‘DISCHARGE DOOR’.
30.08.1994 Repair ‘DISCHARGE DOOR’.
30.08.1994 Repair ‘DOOR OPENING MECHANISM’.
30.08.1994 Repair ‘END BRAKE COCK’.
30.08.1994 Repair ‘SIDE BEARER’.
30.08.1994 Repair ‘WHEEL SET’.
19.07.1995 Repair ‘DOOR OPENING MECHANISM’.
13.09.1995 Repair ‘DISCHARGE DOOR’.
13.09.1995 Repair ‘DISCHARGE DOOR’.
18.12.1995 Repair ‘DOOR OPENING MECHANISM’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1996 Repair ‘BOGIE BEARERS’.
16.10.1996 Repair ‘BRAKE BLOCK RB95’.
16.10.1996 Repair ‘BRAKE PULL ROD’.
14.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.03.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.03.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

HE 2

Details: wagon ‘HE 2 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 04.04.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 20.11.1996
Last Triple Valve: 23.07.1991
Last Brake Cylinder: 23.07.1991
Last Single Car Test: 19.09.1996
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22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.
New class: ‘HE’.

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BRAKE CONTROL PIPE’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘BRANCH PIPE’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘DOOR COMPLETE’.
23.07.1991 Repair ‘END BRAKE COCK’.
23.07.1991 Repair ‘END HOSE’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1991 Repair ‘RELAY VALVE’.
23.07.1991 Repair ‘TRAIN PIPE (END)’.
23.07.1991 Repair ‘TRAIN PIPE’.
23.07.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
23.07.1991 Repair ‘VEHICLE LOAD CAPACITY’.
23.07.1991 Repair ‘VEHICLE RECLASSIFY’.
23.07.1991 Repair ‘VEHICLE RENUMBERED’.
23.07.1991 Repair ‘VEHICLE RETARE’.
23.07.1991 Repair ‘VEHICLE STENCILS’.
23.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 2 W’
03.06.1992 Repair ‘BOGIE SPRING’.
03.06.1992 Repair ‘ROOF COMPLETE’.
03.06.1992 Repair ‘SIDE COMPLETE’.
18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BOGIE COMPLETE’.
18.03.1994 Repair ‘BRAKE BLOCK RB95’.
18.03.1994 Repair ‘COUPLER COMPLETE’.
18.03.1994 Repair ‘DISCHARGE DOOR’.
18.03.1994 Repair ‘DISCHARGE DOOR’.
18.03.1994 Repair ‘WHEEL SET’.
19.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1994 Repair ‘BOGIE COMPLETE’.
19.08.1994 Repair ‘COUPLER COMPLETE’.
19.08.1994 Repair ‘COUPLER KNUCKLE’.
19.08.1994 Repair ‘DISCHARGE DOOR’.
19.08.1994 Repair ‘DISCHARGE DOOR’.
19.08.1994 Repair ‘DOOR OPENING MECHANISM’.
19.08.1994 Repair ‘SIDE MEMBER’.
19.08.1994 Repair ‘SLOPE SHEET’.
05.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1994 Repair ‘BOGIE COMPLETE’.
05.09.1994 Repair ‘COUPLER COMPLETE’.
05.09.1994 Repair ‘END SHEETING’.
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16.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1994 Repair ‘BOGIE COMPLETE’.
16.09.1994 Repair ‘COUPLER COMPLETE’.
16.09.1994 Repair ‘SIDE MEMBER’.
16.09.1994 Repair ‘SIDE SHEET’.
16.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘BOGIE COMPLETE’.
22.12.1994 Repair ‘COUPLER COMPLETE’.
22.12.1994 Repair ‘DISCHARGE DOOR’.
22.12.1994 Repair ‘DISCHARGE DOOR’.
22.12.1994 Repair ‘DOOR OPENING MECHANISM’.
13.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1995 Repair ‘DOOR COMPLETE’.
13.01.1995 Repair ‘DOOR OPENING MECHANISM’.
23.05.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1995 Repair ‘DOOR OPENING MECHANISM’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.09.1996 Repair ‘BRAKE CONTROL PIPE’.
17.09.1996 Repair ‘DOOR OPENING MECHANISM’.
19.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

HE 3

Details: wagon ‘HE 3 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 04.04.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE3
BSG Code: FTHC

Capacity of 51 tonnes
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Fleet Grp Code: AF
Return to Service Date: 03.02.1997
Last Triple Valve: 05.09.1991
Last Brake Cylinder: 05.09.1991
Last Single Car Test: 23.10.1996
Last Lift: 25.08.1982

01.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.07.1989 Issued at location ‘Devonport’ with a previous code of wagon ‘QE 3 X’
17.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘DISCHARGE DOOR’.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 3 X’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.09.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 3 X’
17.12.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.12.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 3 X’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘BRAKE CONTROL PIPE’.
05.09.1991 Repair ‘BRANCH PIPE’.
05.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DOOR COMPLETE’.
05.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1991 Repair ‘END BRAKE COCK’.
05.09.1991 Repair ‘END HOSE’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
05.09.1991 Repair ‘RELAY VALVE’.
05.09.1991 Repair ‘TRAIN PIPE (END)’.
05.09.1991 Repair ‘TRAIN PIPE’.
05.09.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘VEHICLE LOAD CAPACITY’.
05.09.1991 Repair ‘VEHICLE RECLASSIFY’.
05.09.1991 Repair ‘VEHICLE RENUMBERED’.
05.09.1991 Repair ‘VEHICLE RETARE’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Repair ‘YOKE COMPLETE’.
05.09.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 3 X’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘COUPLER COMPLETE’.
09.07.1992 Repair ‘ROOF COMPLETE’.
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09.07.1992 Repair ‘SIDE MEMBER’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE SPRING’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE LEVER’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Repair ‘BOGIE COMPLETE’.
15.04.1994 Repair ‘COUPLER COMPLETE’.
15.04.1994 Repair ‘DISCHARGE DOOR’.
15.04.1994 Repair ‘DISCHARGE DOOR’.
15.04.1994 Repair ‘WHEEL SET’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BOGIE SPRING’.
20.06.1994 Repair ‘BRAKE BLOCK RB95’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘COUPLER KNUCKLE’.
20.06.1994 Repair ‘DISCHARGE DOOR’.
20.06.1994 Repair ‘DISCHARGE DOOR’.
20.06.1994 Repair ‘DOOR OPENING MECHANISM’.
09.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1994 Repair ‘BOGIE COMPLETE’.
09.08.1994 Repair ‘BRAKE BLOCK RB95’.
09.08.1994 Repair ‘BRAKE PULL ROD’.
09.08.1994 Repair ‘COUPLER COMPLETE’.
09.08.1994 Repair ‘DISCHARGE DOOR’.
09.08.1994 Repair ‘DISCHARGE DOOR’.
09.08.1994 Repair ‘SIDE SHEET’.
13.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1994 Repair ‘BOGIE COMPLETE’.
13.08.1994 Repair ‘COUPLER COMPLETE’.
13.08.1994 Repair ‘DISCHARGE DOOR’.
13.08.1994 Repair ‘DISCHARGE DOOR’.
02.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1994 Repair ‘BOGIE COMPLETE’.
02.09.1994 Repair ‘BRAKE BLOCK RB95’.
02.09.1994 Repair ‘BRAKE LEVER’.
02.09.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.09.1994 Repair ‘COUPLER COMPLETE’.
02.09.1994 Repair ‘END BRAKE COCK’.
02.09.1994 Repair ‘SIDE SHEET’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘COUPLER COMPLETE’.
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26.10.1994 Repair ‘DISCHARGE DOOR’.
10.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1994 Repair ‘BOGIE COMPLETE’.
10.11.1994 Repair ‘COUPLER COMPLETE’.
10.11.1994 Repair ‘DISCHARGE DOOR’.
10.11.1994 Repair ‘DOOR OPENING MECHANISM’.
12.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1994 Repair ‘BOGIE COMPLETE’.
12.12.1994 Repair ‘BRAKE BLOCK RB95’.
12.12.1994 Repair ‘COUPLER COMPLETE’.
12.12.1994 Repair ‘DOOR OPENING MECHANISM’.
21.04.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.09.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
28.05.1996 Repair ‘WHEEL SET’.
22.10.1996 Repair ‘BRAKE BLOCK RB95’.
22.10.1996 Repair ‘BRAKE PULL ROD’.
22.10.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1997 Repair ‘SIDE SILL’.
03.02.1997 Repair ‘VEHICLE SIGNS AND BRACKETS’.

HE 4

Details: wagon ‘HE 4 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 12.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 04.04.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 21.11.1996
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 22.06.1990
Last Single Car Test: 08.02.1996
Last Lift: 07.09.1982
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01.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.07.1989 Issued at location ‘Devonport’ with a previous code of wagon ‘QE 4 R’
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE PULL ROD’.
20.10.1989 Repair ‘COUPLER COMPLETE’.
20.10.1989 Repair ‘DISCHARGE DOOR’.
20.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1989 Repair ‘SIDE BEARER’.
20.10.1989 Repair ‘TOP CENTRE PLATE’.
20.10.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Repair ‘TRAIN PIPE’.
20.10.1989 Repair ‘YOKE COMPLETE’.
20.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 4 R’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘BRAKE CONTROL PIPE’.
22.06.1990 Repair ‘BRANCH PIPE’.
22.06.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘END HOSE’.
22.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1990 Repair ‘ISOLATING COCK’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.06.1990 Repair ‘RELAY VALVE’.
22.06.1990 Repair ‘TRAIN PIPE (END)’.
22.06.1990 Repair ‘TRAIN PIPE’.
22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 4 R’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘DOOR COMPLETE’.
06.08.1990 Repair ‘DOOR OPENING MECHANISM’.
06.08.1990 Repair ‘DOOR SEAL’.
06.08.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 4 R’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE SPRING’.
22.05.1992 Repair ‘DISCHARGE DOOR’.
22.05.1992 Repair ‘DOOR OPENING MECHANISM’.
22.05.1992 Repair ‘ROOF COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘DISCHARGE DOOR’.
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20.10.1992 Repair ‘DOOR OPENING MECHANISM’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BRAKE PULL ROD’.
18.11.1992 Repair ‘ROOF COMPLETE’.
18.11.1992 Repair ‘SIDE MEMBER’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘BRAKE PULL ROD’.
03.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1993 Repair ‘ROOF COMPLETE’.
03.08.1993 Repair ‘TOP CENTRE PLATE’.
03.08.1993 Repair ‘VEHICLE STENCILS’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘DISCHARGE DOOR’.
02.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘BRAKE PULL ROD’.
03.03.1994 Repair ‘COUPLER COMPLETE’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘DISCHARGE DOOR’.
03.03.1994 Repair ‘VEHICLE STENCILS’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘DISCHARGE DOOR’.
14.04.1994 Repair ‘DISCHARGE DOOR’.
14.04.1994 Repair ‘DOOR OPENING MECHANISM’.
14.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1994 Repair ‘BOGIE COMPLETE’.
27.07.1994 Repair ‘BRAKE PULL ROD’.
27.07.1994 Repair ‘DOOR COMPLETE’.
27.07.1994 Repair ‘DOOR COMPLETE’.
27.07.1994 Repair ‘DOOR OPENING MECHANISM’.
27.07.1994 Repair ‘DOOR SEAL’.
27.07.1994 Repair ‘DOOR SEAL’.
27.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1994 Repair ‘BOGIE COMPLETE’.
16.08.1994 Repair ‘COUPLER COMPLETE’.
16.08.1994 Repair ‘DISCHARGE DOOR’.
16.08.1994 Repair ‘DISCHARGE DOOR’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.10.1994 Repair ‘FLOOR SHEETING’.
22.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1994 Repair ‘BOGIE SPRING’.
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22.12.1994 Repair ‘BRAKE BLOCK RB95’.
22.12.1994 Repair ‘DISCHARGE DOOR’.
22.12.1994 Repair ‘DOOR FRAME’.
22.12.1994 Repair ‘DOOR OPENING MECHANISM’.
05.05.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.05.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.07.1995 Repair ‘DOOR OPENING MECHANISM’.
24.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.07.1996 Repair ‘BRAKE PULL ROD’.
21.11.1996 Repair ‘BRAKE BLOCK RB95’.
21.11.1996 Repair ‘VEHICLE STENCILS’.

HE 5

Details: wagon ‘HE 5 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 04.04.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE;VACUUM BRAKE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 24.06.1996
Last Triple Valve: 04.11.1991
Last Brake Cylinder: 04.11.1991
Last Single Car Test: 25.01.1995
Last Lift: 14.09.1982

28.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1990 Repair ‘BOGIE SPRING’.
28.02.1990 Repair ‘SIDE BEARER’.
28.02.1990 Repair ‘TOP CENTRE PLATE’.
28.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 5 D’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
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16.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 5 D’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.11.1991 Repair ‘BOGIE COMPLETE’.
04.11.1991 Repair ‘BRAKE PULL ROD’.
04.11.1991 Repair ‘BRANCH PIPE’.
04.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.11.1991 Repair ‘END BRAKE COCK’.
04.11.1991 Repair ‘END HOSE’.
04.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1991 Repair ‘HANDBRAKE HANDLE’.
04.11.1991 Repair ‘ISOLATING COCK’.
04.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.11.1991 Repair ‘RELAY VALVE’.
04.11.1991 Repair ‘ROOF COMPLETE’.
04.11.1991 Repair ‘SIDE BEARER’.
04.11.1991 Repair ‘STRIKING CASTING’.
04.11.1991 Repair ‘TOP CENTRE PLATE’.
04.11.1991 Repair ‘TRAIN PIPE (END)’.
04.11.1991 Repair ‘TRAIN PIPE’.
04.11.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
04.11.1991 Repair ‘VEHICLE COMPLETE’.
04.11.1991 Repair ‘VEHICLE RECLASSIFY’.
04.11.1991 Repair ‘VEHICLE RENUMBERED’.
04.11.1991 Repair ‘VEHICLE RETARE’.
04.11.1991 Repair ‘VEHICLE STENCILS’.
04.11.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 5 D’
03.12.1991 Repair ‘DOOR COVERING’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘DISCHARGE DOOR’.
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BOGIE COMPLETE’.
23.03.1994 Repair ‘COUPLER COMPLETE’.
23.03.1994 Repair ‘DOOR SEAL’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘SIDE SHEET’.
27.06.1994 Repair ‘WHEEL SET’.
22.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1994 Repair ‘BOGIE COMPLETE’.
22.09.1994 Repair ‘BRAKE BLOCK RB95’.
22.09.1994 Repair ‘COUPLER COMPLETE’.
22.09.1994 Repair ‘DISCHARGE DOOR’.
22.09.1994 Repair ‘DISCHARGE DOOR’.
22.09.1994 Repair ‘DOOR OPENING MECHANISM’.
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22.09.1994 Repair ‘DOOR SEAL’.
22.09.1994 Repair ‘DOOR SEAL’.
22.09.1994 Repair ‘SIDE MEMBER’.
22.09.1994 Repair ‘SIDE SHEET’.
22.09.1994 Repair ‘SIDE STEP’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘DOOR OPENING MECHANISM’.
19.01.1995 Repair ‘SIDE MEMBER’.
25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘DISCHARGE DOOR’.
25.01.1995 Repair ‘DISCHARGE DOOR’.
25.01.1995 Repair ‘DOOR OPENING MECHANISM’.
06.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.06.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.06.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

HE 6

Details: wagon ‘HE 6 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 01.01.1967
Operating System: AN
Intended Use: CEMENT
Remarks: VACUUM BRAKE
BSG Code: FTHC

Fleet Grp Code: AF
Return to Service Date: 10.12.1996
Last Triple Valve: 04.07.1991
Last Brake Cylinder: 04.07.1991
Last Single Car Test: 09.02.1996
Last Lift: 20.09.1982

14.09.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
14.09.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 6 M’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
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15.11.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 6 M’
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 6 M’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BOGIE SPRING’.
04.07.1991 Repair ‘BRAKE CONTROL PIPE’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘BRANCH PIPE’.
04.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE SPRING’.
04.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1991 Repair ‘END BRAKE COCK’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1991 Repair ‘HANDBRAKE HANDLE’.
04.07.1991 Repair ‘ISOLATING COCK’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.07.1991 Repair ‘RELAY VALVE’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Repair ‘TRAIN PIPE’.
04.07.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
04.07.1991 Repair ‘VEHICLE RETARE’.
04.07.1991 Repair ‘VEHICLE STENCILS’.
04.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 6 M’
08.01.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.01.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 6 M’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BOGIE SPRING’.
16.04.1992 Repair ‘BRAKE PULL ROD’.
16.04.1992 Repair ‘ROOF COMPLETE’.
16.04.1992 Repair ‘SIDE MEMBER’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘BRAKE PULL ROD’.
21.10.1993 Repair ‘DOOR COMPLETE’.
21.10.1993 Repair ‘DOOR COMPLETE’.
21.10.1993 Repair ‘DOOR FRAME’.
21.10.1993 Repair ‘DOOR OPENING MECHANISM’.
21.10.1993 Repair ‘DOOR SEAL’.
21.10.1993 Repair ‘SIDE MEMBER’.
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘BRAKE PULL ROD’.
04.05.1994 Repair ‘DOOR OPENING MECHANISM’.
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21.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1994 Repair ‘BOGIE COMPLETE’.
21.07.1994 Repair ‘COUPLER COMPLETE’.
21.07.1994 Repair ‘EMPTY LOAD VALVE’.
17.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1994 Repair ‘BOGIE COMPLETE’.
17.11.1994 Repair ‘BRAKE BLOCK RB95’.
17.11.1994 Repair ‘BRAKE PULL ROD’.
17.11.1994 Repair ‘COUPLER COMPLETE’.
17.11.1994 Repair ‘COUPLER KNUCKLE’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1996 Repair ‘CENTRE SILL’.
10.12.1996 Repair ‘END SILL’.

HE 7

Details: wagon ‘HE 7 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 01.01.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE;VACUUM BRAKE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 24.09.1996
Last Triple Valve: 11.07.1991
Last Brake Cylinder: 11.07.1991
Last Single Car Test: 10.10.1994

22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.
New class: ‘HE’.

22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘COUPLER KNUCKLE’.
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22.11.1990 Repair ‘TANK WAG. SKIRTING’.
22.11.1990 Repair ‘TOP CENTRE PLATE’.
22.11.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 7 V’
24.05.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.05.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 7 V’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
11.07.1991 Repair ‘BRAKE CONTROL PIPE’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘BRANCH PIPE’.
11.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.07.1991 Repair ‘EMPTY LOAD VALVE’.
11.07.1991 Repair ‘END BRAKE COCK’.
11.07.1991 Repair ‘END HOSE’.
11.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1991 Repair ‘HANDBRAKE HANDLE’.
11.07.1991 Repair ‘HOSE FITTINGS’.
11.07.1991 Repair ‘ISOLATING COCK’.
11.07.1991 Repair ‘NYLON HOSE’.
11.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
11.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1991 Repair ‘RELAY VALVE’.
11.07.1991 Repair ‘TRAIN PIPE (END)’.
11.07.1991 Repair ‘TRAIN PIPE’.
11.07.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
11.07.1991 Repair ‘VEHICLE LOAD CAPACITY’.
11.07.1991 Repair ‘VEHICLE RECLASSIFY’.
11.07.1991 Repair ‘VEHICLE RENUMBERED’.
11.07.1991 Repair ‘VEHICLE RETARE’.
11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 7 V’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE SPRING’.
09.10.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE SPRING’.
02.04.1992 Repair ‘BRAKE LEVER’.
02.04.1992 Repair ‘ROOF COMPLETE’.
02.04.1992 Repair ‘VEHICLE RETARE’.
28.05.1992 Repair ‘DISCHARGE DOOR’.
28.05.1992 Repair ‘DOOR OPENING MECHANISM’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘DISCHARGE DOOR’.
02.06.1992 Repair ‘SIDE MEMBER’.
03.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE COMPLETE’.
08.09.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘DOOR OPENING MECHANISM’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BOGIE COMPLETE’.
23.03.1994 Repair ‘BRAKE BLOCK RB95’.
23.03.1994 Repair ‘BRAKE PULL ROD’.
23.03.1994 Repair ‘COUPLER COMPLETE’.
23.03.1994 Repair ‘DOOR OPENING MECHANISM’.
23.03.1994 Repair ‘END BRAKE COCK’.
23.03.1994 Repair ‘VEHICLE STENCILS’.
23.03.1994 Repair ‘WHEEL SET’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE COMPLETE’.
29.03.1994 Repair ‘COUPLER COMPLETE’.
29.03.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1994 Repair ‘BOGIE COMPLETE’.
06.10.1994 Repair ‘BOGIE SPRING’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘DISCHARGE DOOR’.
06.10.1994 Repair ‘DISCHARGE DOOR’.
06.10.1994 Repair ‘DISCHARGE DOOR’.
06.10.1994 Repair ‘DOOR SEAL’.
06.10.1994 Repair ‘DOOR SEAL’.
17.08.1995 Repair ‘BOGIE SPRING’.
17.08.1995 Repair ‘WHEEL SET’.
02.10.1995 Repair ‘DOOR OPENING MECHANISM’.
12.06.1996 Repair ‘BOGIE SPRING’.
26.06.1996 Repair ‘BOGIE SPRING’.
24.09.1996 Repair ‘DOOR OPENING MECHANISM’.
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HE 8

Details: wagon ‘HE 8 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 01.01.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE;VACUUM BRAKE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 15.08.1996
Last Triple Valve: 29.10.1992
Last Brake Cylinder: 05.07.1991
Last Single Car Test: 16.08.1996

01.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.07.1989 Issued at location ‘Devonport’ with a previous code of wagon ‘QE 8 H’
04.01.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
28.06.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
28.06.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
06.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.03.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
10.04.1991 Repair ‘BODY COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
23.05.1991 Repair ‘DISCHARGE DOOR’.
23.05.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘BOGIE SPRING’.
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05.07.1991 Repair ‘BRAKE CONTROL PIPE’.
05.07.1991 Repair ‘BRAKE PULL ROD’.
05.07.1991 Repair ‘BRANCH PIPE’.
05.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1991 Repair ‘END BRAKE COCK’.
05.07.1991 Repair ‘END HOSE’.
05.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1991 Repair ‘HANDBRAKE HANDLE’.
05.07.1991 Repair ‘HOSE FITTINGS’.
05.07.1991 Repair ‘ISOLATING COCK’.
05.07.1991 Repair ‘NYLON HOSE’.
05.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
05.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1991 Repair ‘RELAY VALVE’.
05.07.1991 Repair ‘TRAIN PIPE (END)’.
05.07.1991 Repair ‘TRAIN PIPE’.
05.07.1991 Repair ‘VEHICLE RECLASSIFY’.
05.07.1991 Repair ‘VEHICLE RETARE’.
05.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
04.03.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.03.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 8 H’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE SPRING’.
12.05.1992 Repair ‘BOGIE SPRING’.
12.05.1992 Repair ‘DISCHARGE DOOR’.
12.05.1992 Repair ‘DISCHARGE DOOR’.
12.05.1992 Repair ‘ROOF COMPLETE’.
12.05.1992 Repair ‘ROOF COMPLETE’.
12.05.1992 Repair ‘VEHICLE STENCILS’.
12.05.1992 Repair ‘VEHICLE STENCILS’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘DISCHARGE DOOR’.
13.05.1992 Repair ‘DOOR OPENING MECHANISM’.
13.05.1992 Repair ‘ROOF COMPLETE’.
05.08.1992 Repair ‘BRAKE LEVER’.
05.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.10.1992 Repair ‘WHEEL SET’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.02.1993 Repair ‘COUPLER COMPLETE’.
05.02.1993 Repair ‘DISCHARGE DOOR’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘DOOR OPENING MECHANISM’.
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29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘CENTRE SILL’.
29.06.1993 Repair ‘DISCHARGE DOOR’.
29.06.1993 Repair ‘TRANSOM’.
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘DISCHARGE DOOR’.
11.08.1993 Repair ‘DOOR OPENING MECHANISM’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘END BRAKE COCK’.
06.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1994 Repair ‘BOGIE COMPLETE’.
06.10.1994 Repair ‘BRAKE BLOCK RB95’.
06.10.1994 Repair ‘BRAKE PULL ROD’.
06.10.1994 Repair ‘COUPLER COMPLETE’.
06.10.1994 Repair ‘VEHICLE STENCILS’.
06.09.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.10.1995 Repair ‘SIDE MEMBER’.
18.10.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
03.05.1996 Repair ‘DISCHARGE DOOR’.
13.08.1996 Repair ‘DISCHARGE DOOR’.
13.08.1996 Repair ‘DISCHARGE DOOR’.
15.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HE 9

Details: wagon ‘HE 9 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 01.01.1967
Operating System: AN
Intended Use: CEMENT
Remarks: VACUUM BRAKE
BSG Code: FTHC

Fleet Grp Code: AF
Return to Service Date: 05.07.1996
Last Triple Valve: 04.07.1991
Last Brake Cylinder: 04.07.1991
Last Single Car Test: 17.08.1994
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01.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.07.1989 Issued at location ‘Devonport’ with a previous code of wagon ‘QE 9 Q’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
05.07.1990 Repair ‘BOGIE SPRING’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 9 Q’
20.08.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.08.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 9 Q’
19.09.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.09.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 9 Q’
01.02.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
01.02.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 9 Q’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BRAKE CONTROL PIPE’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘BRANCH PIPE’.
04.07.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
04.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1991 Repair ‘END BRAKE COCK’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1991 Repair ‘HANDBRAKE HANDLE’.
04.07.1991 Repair ‘ISOLATING COCK’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.07.1991 Repair ‘RELAY VALVE’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Repair ‘TRAIN PIPE’.
04.07.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
04.07.1991 Repair ‘VEHICLE RENUMBERED’.
04.07.1991 Repair ‘VEHICLE RETARE’.
04.07.1991 Repair ‘VEHICLE STENCILS’.
04.07.1991 Repair ‘YOKE COMPLETE’.
04.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 9 Q’
06.12.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.12.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 9 Q’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE SPRING’.
19.06.1992 Repair ‘BRAKE LEVER’.
19.06.1992 Repair ‘DISCHARGE DOOR’.
19.06.1992 Repair ‘DOOR OPENING MECHANISM’.
19.06.1992 Repair ‘ROOF COMPLETE’.
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17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘BRAKE BLOCK RB95’.
17.08.1992 Repair ‘BRAKE PULL ROD’.
17.08.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.08.1992 Repair ‘COUPLER COMPLETE’.
04.01.1993 Repair ‘BOGIE COMPLETE’.
04.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BOGIE COMPLETE’.
22.03.1993 Repair ‘BRAKE BLOCK RB95’.
22.03.1993 Repair ‘DISCHARGE DOOR’.
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘BOGIE SPRING’.
30.03.1994 Repair ‘BRAKE BLOCK RB95’.
30.03.1994 Repair ‘COUPLER COMPLETE’.
30.03.1994 Repair ‘END BRAKE COCK’.
30.03.1994 Repair ‘WHEEL SET’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR COVERING’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘BOGIE COMPLETE’.
14.07.1994 Repair ‘COUPLER COMPLETE’.
14.07.1994 Repair ‘DISCHARGE DOOR’.
14.07.1994 Repair ‘DOOR OPENING MECHANISM’.
14.07.1994 Repair ‘END BRAKE COCK’.
14.07.1994 Repair ‘SIDE SHEET’.
13.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1994 Repair ‘BOGIE COMPLETE’.
13.08.1994 Repair ‘COUPLER COMPLETE’.
13.08.1994 Repair ‘DISCHARGE DOOR’.
13.08.1994 Repair ‘DISCHARGE DOOR’.
22.08.1995 Repair ‘BOGIE SPRING’.
05.07.1996 Repair ‘BRAKE BLOCK RB95’.

HE 10

Details: wagon ‘HE 10 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
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Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $47830
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 01.01.1967
Operating System: AN
Intended Use: CEMENT
Remarks: EX QE;VACUUM BRAKE
BSG Code: FTHC

Capacity of 51 tonnes

Fleet Grp Code: AF
Return to Service Date: 08.02.1996
Last Triple Valve: 28.01.1992
Last Brake Cylinder: 18.07.1991
Last Single Car Test: 08.02.1996
Last Lift: 12.10.1982

11.10.1989 Repair ‘BOGIE SPRING’.
11.10.1989 Repair ‘BRAKE PULL ROD’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘DOOR OPENING MECHANISM’.
11.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
17.11.1989 Repair ‘BOGIE SPRING’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
19.02.1990 Repair ‘BODY COMPLETE’.
19.02.1990 Repair ‘DISCHARGE DOOR’.
19.02.1990 Repair ‘DOOR OPENING MECHANISM’.
19.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
22.06.1990 Alteration complete ‘RECLASSIFY QE WAGONS TO HE CLASS. (2102)’.

New class: ‘HE’.
10.07.1990 Repair ‘BOGIE SPRING’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
26.07.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.07.1990 Repair ‘END COMPLETE’.
26.07.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
16.10.1990 Repair ‘BOGIE SPRING’.
16.10.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.10.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.07.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.07.1991 Repair ‘BRAKE CONTROL PIPE’.
18.07.1991 Repair ‘BRANCH PIPE’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘END HOSE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘HANDBRAKE HANDLE’.
18.07.1991 Repair ‘HOSE FITTINGS’.
18.07.1991 Repair ‘ISOLATING COCK’.
18.07.1991 Repair ‘NYLON HOSE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
18.07.1991 Repair ‘RELAY VALVE’.
18.07.1991 Repair ‘TRAIN PIPE (END)’.
18.07.1991 Repair ‘TRAIN PIPE’.
18.07.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
18.07.1991 Repair ‘VEHICLE LOAD CAPACITY’.
18.07.1991 Repair ‘VEHICLE RECLASSIFY’.
18.07.1991 Repair ‘VEHICLE RENUMBERED’.
18.07.1991 Repair ‘VEHICLE RETARE’.
18.07.1991 Repair ‘VEHICLE STENCILS’.
18.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘QE 10 M’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE PIN’.
28.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
01.07.1992 Repair ‘ROOF COMPLETE’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘DISCHARGE DOOR’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘COUPLER COMPLETE’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘COUPLER COMPLETE’.
03.11.1993 Repair ‘DISCHARGE DOOR’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE COMPLETE’.
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29.11.1993 Repair ‘BRAKE PULL ROD’.
29.11.1993 Repair ‘COUPLER COMPLETE’.
29.11.1993 Repair ‘DISCHARGE DOOR’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘DISCHARGE DOOR’.
05.01.1994 Repair ‘DOOR HOPPER LOADING’.
05.01.1994 Repair ‘DOOR OPENING MECHANISM’.
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘CEMENT WAG. CONES’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1994 Repair ‘BOGIE COMPLETE’.
23.05.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.05.1994 Repair ‘COUPLER COMPLETE’.
08.11.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.11.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HE 11

Details: wagon ‘HE 11 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 23.12.1992
Operating System: AN
Intended Use: CEMENT
BSG Code: FTHC

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF
Return to Service Date: 24.04.1997
Last Single Car Test: 16.08.1996

23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

6762



2.316. Wagon classification starting with ‘HE’

06.01.1993 Repair ‘SIDE STEP’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE PULL ROD’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘DISCHARGE DOOR’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘TRAIN PIPE’.
21.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1994 Repair ‘BOGIE COMPLETE’.
21.07.1994 Repair ‘COUPLER COMPLETE’.
21.07.1994 Repair ‘DISCHARGE DOOR’.
21.07.1994 Repair ‘DISCHARGE DOOR’.
21.07.1994 Repair ‘DOOR OPENING MECHANISM’.
21.07.1994 Repair ‘END HOSE’.
17.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1994 Repair ‘BOGIE COMPLETE’.
17.11.1994 Repair ‘BRAKE BLOCK RB95’.
17.11.1994 Repair ‘BRAKE PULL ROD’.
17.11.1994 Repair ‘COUPLER COMPLETE’.
21.06.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.07.1995 Repair ‘DOOR OPENING MECHANISM’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1996 Repair ‘BRAKE BLOCK RB95’.
11.07.1996 Repair ‘DISCHARGE DOOR’.
11.07.1996 Repair ‘DISCHARGE DOOR’.
31.07.1996 Repair ‘DOOR OPENING MECHANISM’.
06.08.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
07.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1996 Repair ‘BRAKE BLOCK RB95’.
01.10.1996 Repair ‘BRAKE BLOCK RB95’.
01.10.1996 Repair ‘BRAKE PULL ROD’.
01.10.1996 Repair ‘BRAKE PULL ROD’.
01.10.1996 Repair ‘DISCHARGE DOOR’.
01.10.1996 Repair ‘DISCHARGE DOOR’.
14.04.1997 Repair ‘DOOR SEAL’.
14.04.1997 Repair ‘DOOR SEAL’.
24.04.1997 Repair ‘DOOR SEAL’.
24.04.1997 Repair ‘DOOR SEAL’.

HE 12

Details: wagon ‘HE 12 V’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 23.12.1992
Operating System: AN
Intended Use: CEMENT
BSG Code: FTHC

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF
Return to Service Date: 28.04.1997
Last Single Car Test: 08.02.1996

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘DISCHARGE DOOR’.
21.06.1993 Repair ‘DOOR SEAL’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘DISCHARGE DOOR’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘DISCHARGE DOOR’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.09.1993 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘DISCHARGE DOOR’.
03.12.1993 Repair ‘DISCHARGE DOOR’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘COUPLER COMPLETE’.
17.02.1994 Repair ‘COUPLER COMPLETE’.
17.02.1994 Repair ‘DISCHARGE DOOR’.
17.02.1994 Repair ‘DISCHARGE DOOR’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
17.02.1994 Repair ‘DOOR OPENING MECHANISM’.
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17.02.1994 Repair ‘ROOF COMPLETE’.
17.02.1994 Repair ‘ROOF COMPLETE’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘BRAKE PULL ROD’.
12.05.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘COUPLER KNUCKLE’.
12.05.1994 Repair ‘END BRAKE COCK’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘BOGIE COMPLETE’.
02.06.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.06.1994 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘BRAKE BLOCK RB95’.
22.08.1994 Repair ‘BRAKE PULL ROD’.
22.08.1994 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘DISCHARGE DOOR’.
22.08.1994 Repair ‘DISCHARGE DOOR’.
22.08.1994 Repair ‘DISCHARGE DOOR’.
22.08.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
22.08.1994 Repair ‘WEAR PLATES & SADDLES’.
22.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1994 Repair ‘BOGIE COMPLETE’.
22.09.1994 Repair ‘BRAKE BLOCK RB95’.
22.09.1994 Repair ‘BRAKE PULL ROD’.
22.09.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.09.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘DISCHARGE DOOR’.
13.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1995 Repair ‘DOOR COMPLETE’.
13.01.1995 Repair ‘DOOR OPENING MECHANISM’.
09.05.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.06.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
02.10.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.10.1995 Repair ‘DISCHARGE DOOR’.
20.12.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
05.06.1996 Repair ‘DOOR OPENING MECHANISM’.
19.07.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.08.1996 Repair ‘DISCHARGE DOOR’.
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06.08.1996 Repair ‘DISCHARGE DOOR’.
16.08.1996 Repair ‘DISCHARGE DOOR’.
16.08.1996 Repair ‘DISCHARGE DOOR’.
10.10.1996 Repair ‘DISCHARGE DOOR’.
30.10.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.12.1996 Repair ‘DISCHARGE DOOR’.
17.02.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.02.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.03.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
10.03.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
25.03.1997 Repair ‘DISCHARGE DOOR’.
25.03.1997 Repair ‘DISCHARGE DOOR’.
08.04.1997 Repair ‘DOOR SEAL’.
08.04.1997 Repair ‘DOOR SEAL’.
15.04.1997 Repair ‘DOOR OPENING MECHANISM’.
15.04.1997 Repair ‘DOOR SEAL’.
28.04.1997 Repair ‘DOOR SEAL’.
28.04.1997 Repair ‘DOOR SEAL’.

HE 13

Details: wagon ‘HE 13 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 23.12.1992
Operating System: AN
Intended Use: CEMENT
BSG Code: FTHC

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF
Return to Service Date: 12.02.1997
Last Single Car Test: 23.10.1996

17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘VEHICLE RETARE’.
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11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.09.1993 Repair ‘COUPLER COMPLETE’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘DISCHARGE DOOR’.
06.10.1993 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1994 Repair ‘BOGIE COMPLETE’.
18.02.1994 Repair ‘COUPLER COMPLETE’.
18.02.1994 Repair ‘DISCHARGE DOOR’.
18.02.1994 Repair ‘ROOF COMPLETE’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘END BRAKE COCK’.
11.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1994 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘BRAKE BLOCK RB95’.
11.08.1994 Repair ‘COUPLER COMPLETE’.
11.08.1994 Repair ‘DOOR OPENING MECHANISM’.
11.08.1994 Repair ‘END SHEETING’.
11.08.1994 Repair ‘SIDE SHEET’.
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1994 Repair ‘BOGIE COMPLETE’.
22.11.1994 Repair ‘BRAKE BLOCK RB95’.
22.11.1994 Repair ‘COUPLER COMPLETE’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
29.08.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.09.1995 Repair ‘DISCHARGE DOOR’.
19.09.1995 Repair ‘DISCHARGE DOOR’.
17.10.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.02.1996 Repair ‘DISCHARGE DOOR’.
19.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.04.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.08.1996 Repair ‘BOGIE COMPLETE’.
08.08.1996 Repair ‘DISCHARGE DOOR’.
08.08.1996 Repair ‘DISCHARGE DOOR’.
09.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1996 Repair ‘BRAKE BLOCK RB95’.
03.10.1996 Repair ‘DISCHARGE DOOR’.
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03.10.1996 Repair ‘DOOR OPENING MECHANISM’.
04.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
23.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
13.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
13.11.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.02.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.02.1997 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

HE 14

Details: wagon ‘HE 14 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 17.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W86
Date Built: 23.12.1992
Operating System: AN
Intended Use: CEMENT
BSG Code: FTHC

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF
Return to Service Date: 08.08.1996
Due Triple Valve: 23.11.1995
Last Single Car Test: 16.08.1996

12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘VEHICLE RETARE’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘END FRAME MEMBER’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘END FRAME MEMBER’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘DISCHARGE DOOR’.
19.08.1993 Repair ‘DOOR OPENING MECHANISM’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘BRAKE PULL ROD’.
26.05.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
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26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DOOR OPENING MECHANISM’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE COMPLETE’.
19.07.1994 Repair ‘COUPLER COMPLETE’.
19.07.1994 Repair ‘DISCHARGE DOOR’.
19.07.1994 Repair ‘DISCHARGE DOOR’.
19.07.1994 Repair ‘DOOR OPENING MECHANISM’.
19.07.1994 Repair ‘END BRAKE COCK’.
19.07.1994 Repair ‘SIDE SHEET’.
21.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1994 Repair ‘BOGIE COMPLETE’.
21.11.1994 Repair ‘BRAKE BLOCK RB95’.
21.11.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.11.1994 Repair ‘COUPLER COMPLETE’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1996 Repair ‘DISCHARGE DOOR’.
07.08.1996 Repair ‘BRAKE BLOCK RB95’.
07.08.1996 Repair ‘DISCHARGE DOOR’.
07.08.1996 Repair ‘DISCHARGE DOOR’.
08.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2.317 Wagon classification starting with ‘HF’

HF 1

Details: wagon ‘HF 1 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 13.05.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes
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Fleet Grp Code: AF NF
Return to Service Date: 22.08.1996
Last Triple Valve: 20.01.1989
Last Single Car Test: 18.04.1995
Last Lift: 29.03.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘COUPLER COMPLETE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘END COMPLETE’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘BRANCH PIPE’.
15.11.1989 Repair ‘COUPLER COMPLETE’.
15.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘COUPLER COMPLETE’.
18.01.1990 Repair ‘DISCHARGE DOOR’.
18.01.1990 Repair ‘END SHEETING’.
18.01.1990 Repair ‘ROOF COMPLETE’.
18.01.1990 Repair ‘SIDE MEMBER’.
18.01.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
18.01.1990 Repair ‘VEHICLE STENCILS’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘BRANCH PIPE’.
10.07.1990 Repair ‘DOOR COMPLETE’.
05.09.1990 Repair ‘DISCHARGE DOOR’.
05.09.1990 Repair ‘DOOR OPENING MECHANISM’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘END COMPLETE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
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12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘COUPLER COMPLETE’.
12.08.1991 Repair ‘DISCHARGE DOOR’.
12.08.1991 Repair ‘DOOR OPENING MECHANISM’.
12.08.1991 Repair ‘TOP CENTRE PLATE’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘BRANCH PIPE’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
29.04.1994 Repair ‘BOGIE SPRING’.
29.04.1994 Repair ‘BRAKE BLOCK RB95’.
29.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
29.04.1994 Repair ‘BRAKE PULL ROD’.
29.04.1994 Repair ‘CENTRE SILL’.
29.04.1994 Repair ‘COUPLER COMPLETE’.
29.04.1994 Repair ‘DOOR LOCK MECHANISM’.
29.04.1994 Repair ‘EMPTY LOAD VALVE’.
29.04.1994 Repair ‘SIDE SILL’.
29.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1994 Repair ‘WHEEL SET’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1995 Repair ‘BRANCH PIPE’.
05.07.1996 Repair ‘BOGIE COMPLETE’.
16.08.1996 Repair ‘DOOR OPENING MECHANISM’.
22.08.1996 Repair ‘DOOR OPENING MECHANISM’.

HF 2

Details: wagon ‘HF 2 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
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Date Built: 30.08.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF
Return to Service Date: 04.04.1997
Last Triple Valve: 17.01.1989
Last Brake Cylinder: 28.06.1990
Last Single Car Test: 09.02.1996
Last Lift: 28.05.1987

18.08.1989 Repair ‘BRAKE PULL ROD’.
02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘BRANCH PIPE’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
29.11.1989 Repair ‘DISCHARGE DOOR’.
29.11.1989 Repair ‘VEHICLE STENCILS’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
06.12.1989 Repair ‘BRANCH PIPE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1990 Repair ‘BOGIE COMPLETE’.
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Repair ‘DOOR OPENING MECHANISM’.
05.01.1990 Repair ‘TOP CENTRE PLATE’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘EMPTY LOAD VALVE’.
01.03.1990 Repair ‘END SILL’.
01.03.1990 Repair ‘SIDE SILL’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1990 Repair ‘SIDE BEARER’.
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27.06.1990 Repair ‘SIDE SILL’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘BRAKE CONTROL PIPE’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘BRAKE CONTROL PIPE’.
10.10.1990 Repair ‘BRANCH PIPE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BODY COMPLETE’.
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1991 Repair ‘HANDBRAKE HANDLE’.
23.01.1991 Repair ‘ROOF COMPLETE’.
23.01.1991 Repair ‘SIDE BEARER’.
23.01.1991 Repair ‘STRIKING CASTING’.
23.01.1991 Repair ‘TRAIN PIPE (END)’.
23.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1991 Repair ‘YOKE COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘END FRAME MEMBER’.
05.04.1991 Repair ‘VEHICLE RETARE’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘DOOR OPENING MECHANISM’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘SIDE SILL’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘BRANCH PIPE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘DISCHARGE DOOR’.
17.07.1992 Repair ‘DOOR OPENING MECHANISM’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1993 Repair ‘BRAKE BLOCK RB95’.
08.01.1993 Repair ‘COUPLER COMPLETE’.
08.01.1993 Repair ‘DISCHARGE DOOR’.
08.01.1993 Repair ‘DOOR OPENING MECHANISM’.
08.01.1993 Repair ‘END SHEETING’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘END FRAME MEMBER’.
08.02.1993 Repair ‘END SHEETING’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘BRAKE BLOCK RB95’.
02.06.1993 Repair ‘COUPLER COMPLETE’.
02.06.1993 Repair ‘DISCHARGE DOOR’.
02.06.1993 Repair ‘DOOR OPENING MECHANISM’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘END SILL’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BRAKE BLOCK RB95’.
31.08.1993 Repair ‘BRAKE CONTROL PIPE’.
31.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1993 Repair ‘BRAKE PIN’.
31.08.1993 Repair ‘DISCHARGE DOOR’.
31.08.1993 Repair ‘DOOR OPENING MECHANISM’.
31.08.1993 Repair ‘TOP CENTRE PLATE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘BRAKE PIN’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.12.1993 Repair ‘DISCHARGE DOOR’.
07.12.1993 Repair ‘DOOR OPENING MECHANISM’.
07.12.1993 Repair ‘END BRAKE COCK’.
07.12.1993 Repair ‘END FRAME MEMBER’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.04.1994 Repair ‘BOGIE COMPLETE’.
06.04.1994 Repair ‘BRAKE BLOCK RB95’.
06.04.1994 Repair ‘COUPLER COMPLETE’.
06.04.1994 Repair ‘DISCHARGE DOOR’.
06.04.1994 Repair ‘DOOR OPENING MECHANISM’.
23.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1994 Repair ‘BOGIE COMPLETE’.
23.06.1994 Repair ‘BRAKE BLOCK RB95’.
23.06.1994 Repair ‘BRAKE PULL ROD’.
23.06.1994 Repair ‘COUPLER COMPLETE’.
21.07.1995 Repair ‘BRAKE BLOCK RB95’.
01.08.1995 Repair ‘BRAKE BLOCK RB95’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1996 Repair ‘BOGIE COMPLETE’.
04.04.1997 Repair ‘BRAKE PULL ROD’.

HF 3

Details: wagon ‘HF 3 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 21.05.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes
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Fleet Grp Code: AF NF
Return to Service Date: 05.12.1996
Last Triple Valve: 24.02.1989
Last Brake Cylinder: 10.12.1993
Last Single Car Test: 11.07.1996
Last Lift: 21.10.1983

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
04.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.09.1989 Repair ‘END COMPLETE’.
28.09.1989 Repair ‘TOP CENTRE PLATE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘DOOR OPENING MECHANISM’.
10.01.1990 Repair ‘ROOF COMPLETE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘CENTRE SILL’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
10.04.1990 Repair ‘END SILL’.
10.04.1990 Repair ‘SIDE SILL’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘DOOR FRAME’.
10.07.1990 Repair ‘SIDE BEARER’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK OTHER’.
31.07.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘END SILL’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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20.08.1990 Repair ‘SIDE SILL’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘DISCHARGE DOOR’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.10.1990 Repair ‘COUPLER COMPLETE’.
03.10.1990 Repair ‘DISCHARGE DOOR’.
03.10.1990 Repair ‘DOOR HANDLES’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BODY COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BOGIE WEAR PLATES’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘BRAKE PULL ROD’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘VEHICLE RETARE’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘DOOR OPENING MECHANISM’.
24.05.1991 Repair ‘END FRAME MEMBER’.
24.05.1991 Repair ‘END SHEETING’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘COUPLER COMPLETE’.
12.08.1991 Repair ‘DISCHARGE DOOR’.
12.08.1991 Repair ‘DOOR OPENING MECHANISM’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘DISCHARGE DOOR’.
29.04.1992 Repair ‘DOOR OPENING MECHANISM’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BRAKE PULL ROD’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘COUPLER COMPLETE’.
14.09.1992 Repair ‘DISCHARGE DOOR’.
14.09.1992 Repair ‘DOOR OPENING MECHANISM’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE BLOCK RB95’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘DISCHARGE DOOR’.
23.10.1992 Repair ‘DOOR OPENING MECHANISM’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BOGIE COMPLETE’.
16.02.1993 Repair ‘BRAKE BLOCK RB95’.
16.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1993 Repair ‘DOOR LOCK MECHANISM’.
16.02.1993 Repair ‘END HOSE’.
16.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1993 Repair ‘HANDBRAKE HANDLE’.
16.02.1993 Repair ‘ROOF COMPLETE’.
16.02.1993 Repair ‘WHEEL SET’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘END BRAKE COCK’.
05.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE COMPLETE’.
31.03.1993 Repair ‘COUPLER COMPLETE’.
31.03.1993 Repair ‘DISCHARGE DOOR’.
31.03.1993 Repair ‘DOOR HINGES AND PINS’.
31.03.1993 Repair ‘DOOR OPENING MECHANISM’.
31.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘COUPLER COMPLETE’.
30.04.1993 Repair ‘DISCHARGE DOOR’.
30.04.1993 Repair ‘DOOR OPENING MECHANISM’.
30.04.1993 Repair ‘ROOF COMPLETE’.
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1993 Repair ‘BOGIE COMPLETE’.
11.08.1993 Repair ‘BRAKE PIN’.
11.08.1993 Repair ‘BRANCH PIPE’.
11.08.1993 Repair ‘COUPLER COMPLETE’.
11.08.1993 Repair ‘DISCHARGE DOOR’.
11.08.1993 Repair ‘DOOR OPENING MECHANISM’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
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09.09.1993 Repair ‘COUPLER COMPLETE’.
09.09.1993 Repair ‘VEHICLE STENCILS’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BOGIE COMPLETE’.
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘DISCHARGE DOOR’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘DISCHARGE DOOR’.
14.04.1994 Repair ‘DOOR OPENING MECHANISM’.
14.04.1994 Repair ‘ROOF SHEET’.
14.04.1994 Repair ‘WHEEL SET’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DISCHARGE DOOR’.
26.05.1994 Repair ‘DOOR OPENING MECHANISM’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1994 Repair ‘BOGIE COMPLETE’.
25.07.1994 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Repair ‘COUPLER COMPLETE’.
25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘BRAKE BLOCK RB95’.
25.01.1995 Repair ‘DISCHARGE DOOR’.
25.01.1995 Repair ‘DOOR OPENING MECHANISM’.
29.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1995 Repair ‘BRAKE FULCRUM BRACKET’.
16.05.1995 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.09.1995 Repair ‘WHEEL SET’.
29.11.1995 Repair ‘DOOR OPENING MECHANISM’.
12.12.1995 Repair ‘WHEEL SET’.
15.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1996 Repair ‘BRAKE BLOCK RB95’.
28.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1996 Repair ‘SIDE BEARER’.
05.12.1996 Repair ‘WHEEL SET’.

HF 4

Details: wagon ‘HF 4 K’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 17.05.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF
Return to Service Date: 04.04.1997
Last Triple Valve: 07.04.1997
Last Single Car Test: 16.08.1996
Last Lift: 14.12.1982

18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘DISCHARGE DOOR’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘COUPLER COMPLETE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘DISCHARGE DOOR’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘TOP CENTRE PLATE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Repair ‘COUPLER COMPLETE’.
09.05.1990 Repair ‘END SILL’.
09.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.05.1990 Repair ‘SIDE SILL’.
09.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
05.10.1990 Repair ‘COUPLER COMPLETE’.
05.10.1990 Repair ‘DISCHARGE DOOR’.
05.10.1990 Repair ‘DOOR OPENING MECHANISM’.
05.10.1990 Repair ‘END BRAKE COCK’.
05.10.1990 Repair ‘END FRAME MEMBER’.
05.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
14.12.1990 Repair ‘VEHICLE RETARE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘DISCHARGE DOOR’.
13.03.1991 Repair ‘ROOF SHEET’.
13.03.1991 Repair ‘TOP CENTRE PLATE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘DOOR OPENING MECHANISM’.
11.04.1991 Repair ‘TOP CENTRE PLATE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘COUPLER COMPLETE’.
27.05.1991 Repair ‘DOOR OPENING MECHANISM’.
27.05.1991 Repair ‘TOP CENTRE PLATE’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BRAKE BLOCK RB95’.
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07.09.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘BRAKE PIN’.
01.10.1992 Repair ‘COUPLER KNUCKLE’.
01.10.1992 Repair ‘DISCHARGE DOOR’.
01.10.1992 Repair ‘DOOR OPENING MECHANISM’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1992 Repair ‘BOGIE COMPLETE’.
12.10.1992 Repair ‘COUPLER COMPLETE’.
12.10.1992 Repair ‘END BRAKE COCK’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1993 Repair ‘BRAKE BLOCK RB95’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
13.01.1993 Repair ‘DISCHARGE DOOR’.
13.01.1993 Repair ‘DOOR OPENING MECHANISM’.
13.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1993 Repair ‘WHEEL SET’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘BRAKE LEVER’.
28.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘END FRAME MEMBER’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Repair ‘TOP CENTRE PLATE’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE PULL ROD’.
12.08.1993 Repair ‘BRANCH PIPE’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘COUPLER COMPLETE’.
17.01.1994 Repair ‘DISCHARGE DOOR’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BRAKE LEVER’.
14.04.1994 Repair ‘BRAKE PIN’.
14.04.1994 Repair ‘BRANCH PIPE’.
14.04.1994 Repair ‘DISCHARGE DOOR’.
14.04.1994 Repair ‘DISCHARGE DOOR’.
14.04.1994 Repair ‘DOOR HINGES AND PINS’.
14.04.1994 Repair ‘DOOR OPENING MECHANISM’.
14.04.1994 Repair ‘EMPTY LOAD VALVE’.
14.04.1994 Repair ‘END BRAKE COCK’.
14.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1994 Repair ‘HANDBRAKE HANDLE’.
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14.04.1994 Repair ‘HANDBRAKE HANDLE’.
14.04.1994 Repair ‘LADDER’.
14.04.1994 Repair ‘ROOF SHEET’.
14.04.1994 Repair ‘SIDE MEMBER’.
14.04.1994 Repair ‘SIDE SHEET’.
14.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DISCHARGE DOOR’.
15.06.1994 Repair ‘DOOR OPENING MECHANISM’.
15.06.1994 Repair ‘DOOR OPENING MECHANISM’.
15.06.1994 Repair ‘TRAIN PIPE’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1995 Repair ‘BOGIE COMPLETE’.
24.01.1995 Repair ‘BRAKE BLOCK RB95’.
24.01.1995 Repair ‘BRAKE PIN’.
24.01.1995 Repair ‘BRAKE PULL ROD’.
24.01.1995 Repair ‘ROOF SHEET’.
29.06.1995 Repair ‘DOOR OPENING MECHANISM’.
24.07.1996 Repair ‘BOGIE COMPLETE’.
09.08.1996 Repair ‘WHEEL SET’.
12.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1996 Repair ‘BRANCH PIPE’.
25.03.1997 Repair ‘EMPTY LOAD VALVE’.
25.03.1997 Repair ‘END BRAKE COCK’.
04.04.1997 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

HF 5

Details: wagon ‘HF 5 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 03.05.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
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BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF
Return to Service Date: 21.03.1997
Last Single Car Test: 11.07.1996
Last Lift: 19.06.1987

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘DOOR COMPLETE’.
12.07.1989 Repair ‘DOOR HINGES AND PINS’.
12.07.1989 Repair ‘DOOR LOCK MECHANISM’.
12.07.1989 Repair ‘DOOR OPENING MECHANISM’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1989 Repair ‘SIDE BEARER’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘COUPLER COMPLETE’.
01.09.1989 Repair ‘DISCHARGE DOOR’.
01.09.1989 Repair ‘DOOR LOCK MECHANISM’.
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BOLSTER’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘COUPLER COMPLETE’.
20.10.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘DISCHARGE DOOR’.
06.12.1989 Repair ‘DISCHARGE DOOR’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘HANDBRAKE HANDLE’.
06.12.1989 Repair ‘HANDBRAKE HANDLE’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘COUPLER COMPLETE’.
07.02.1990 Repair ‘DOOR HINGES AND PINS’.
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07.02.1990 Repair ‘SIDE MEMBER’.
07.02.1990 Repair ‘SIDE SILL’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COUPLER COMPLETE’.
05.07.1990 Repair ‘DISCHARGE DOOR’.
05.07.1990 Repair ‘SIDE SILL’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRANCH PIPE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘COUPLER COMPLETE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
07.01.1991 Repair ‘DOOR OPENING MECHANISM’.
07.01.1991 Repair ‘SIDE MEMBER’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE CONTROL PIPE’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER COMPLETE’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘END BRAKE COCK’.
14.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘CENTRE SILL’.
10.04.1991 Repair ‘COUPLER COMPLETE’.
10.04.1991 Repair ‘END SILL’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Repair ‘SIDE MEMBER’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘BRAKE CONTROL PIPE’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘DISCHARGE DOOR’.
26.09.1991 Repair ‘DOOR OPENING MECHANISM’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘BRAKE CONTROL PIPE’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
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06.11.1991 Repair ‘DISCHARGE DOOR’.
06.11.1991 Repair ‘DOOR OPENING MECHANISM’.
06.11.1991 Repair ‘END SHEETING’.
06.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘BRANCH PIPE’.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘DISCHARGE DOOR’.
03.04.1992 Repair ‘DOOR OPENING MECHANISM’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DISCHARGE DOOR’.
22.04.1992 Repair ‘DOOR OPENING MECHANISM’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘SIDE MEMBER’.
19.10.1993 Repair ‘SIDE SHEET’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘END BRAKE COCK’.
06.01.1994 Repair ‘TOP CENTRE PLATE’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1995 Repair ‘WHEEL SET’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1996 Repair ‘BRAKE CONTROL PIPE’.
21.03.1997 Repair ‘BOGIE ADAPTER’.

HF 6

Details: wagon ‘HF 6 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.9tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 13.05.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 21.12.1994
Last Triple Valve: 18.06.1991
Last Single Car Test: 21.12.1994

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘END BRAKE COCK’.
26.07.1989 Repair ‘TRAIN PIPE (END)’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘BRANCH PIPE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘DISCHARGE DOOR’.
19.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1989 Repair ‘TOP CENTRE PLATE’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE COMPLETE’.
26.02.1990 Repair ‘BRAKE PIN’.
26.02.1990 Repair ‘BRAKE PULL ROD’.
26.02.1990 Repair ‘COUPLER COMPLETE’.
26.02.1990 Repair ‘END BRAKE COCK’.
26.02.1990 Repair ‘END HOSE’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘END BRAKE COCK’.
25.06.1990 Repair ‘END SILL’.
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25.06.1990 Repair ‘ROOF SHEET’.
25.06.1990 Repair ‘SIDE STEP’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE COMPLETE’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘DOOR LOCK MECHANISM’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1990 Repair ‘HANDBRAKE HANDLE’.
19.11.1990 Repair ‘ROOF COMPLETE’.
19.11.1990 Repair ‘SIDE BEARER’.
19.11.1990 Repair ‘TOP CENTRE PLATE’.
19.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE CONTROL PIPE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Repair ‘BRAKE CONTROL PIPE’.
15.03.1991 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘BRANCH PIPE’.
15.03.1991 Repair ‘COUPLER COMPLETE’.
15.03.1991 Repair ‘DOOR LOCK MECHANISM’.
15.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1991 Repair ‘HANDBRAKE HANDLE’.
15.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1991 Repair ‘ROOF SHEET’.
15.03.1991 Repair ‘SIDE BEARER’.
15.03.1991 Repair ‘TOP CENTRE PLATE’.
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Repair ‘YOKE COMPLETE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘TOP CENTRE PLATE’.
04.04.1991 Repair ‘WHEEL SET’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1991 Repair ‘BRAKE BLOCK OTHER’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘DOOR OPENING MECHANISM’.
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14.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1991 Repair ‘ROOF SHEET’.
14.05.1991 Repair ‘WHEEL SET’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.06.1991 Repair ‘COUPLER COMPLETE’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1991 Repair ‘BOGIE COMPLETE’.
15.07.1991 Repair ‘COUPLER COMPLETE’.
15.07.1991 Repair ‘DISCHARGE DOOR’.
15.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE CONTROL PIPE’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Repair ‘DISCHARGE DOOR’.
24.07.1991 Repair ‘DOOR OPENING MECHANISM’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘COUPLER COMPLETE’.
26.03.1992 Repair ‘DISCHARGE DOOR’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘COUPLER COMPLETE’.
21.07.1992 Repair ‘DISCHARGE DOOR’.
21.07.1992 Repair ‘DOOR OPENING MECHANISM’.
21.07.1992 Repair ‘EMPTY LOAD VALVE’.
21.07.1992 Repair ‘END BRAKE COCK’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘DISCHARGE DOOR’.
02.08.1993 Repair ‘DOOR OPENING MECHANISM’.
02.08.1993 Repair ‘ROOF COMPLETE’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘COUPLER COMPLETE’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR OPENING MECHANISM’.
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09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘TOP CENTRE PLATE’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Repair ‘COUPLER COMPLETE’.
17.01.1994 Repair ‘DISCHARGE DOOR’.
21.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1994 Repair ‘BOGIE SPRING’.
21.12.1994 Repair ‘COUPLER COMPLETE’.
21.12.1994 Repair ‘DISCHARGE DOOR’.
21.12.1994 Repair ‘DOOR OPENING MECHANISM’.
21.12.1994 Repair ‘END SILL’.
21.12.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.12.1994 Repair ‘RELAY VALVE’.
21.12.1994 Repair ‘SIDE MEMBER’.

HF 7

Details: wagon ‘HF 7 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 31.05.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 02.04.1997
Last Single Car Test: 12.06.1996
Last Lift: 05.09.1983

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

20.07.1989 Repair ‘DOOR OPENING MECHANISM’.
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10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1989 Repair ‘BRAKE PIN’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘COUPLER COMPLETE’.
02.09.1989 Repair ‘DISCHARGE DOOR’.
02.09.1989 Repair ‘ROOF SHEET’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘DOOR LOCK MECHANISM’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE COMPLETE’.
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Repair ‘TOP CENTRE PLATE’.
05.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1990 Repair ‘SIDE MEMBER’.
07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Repair ‘TRAIN PIPE’.
07.02.1990 Repair ‘YOKE COMPLETE’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘DISCHARGE DOOR’.
27.06.1990 Repair ‘DISCHARGE DOOR’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘ROOF COMPLETE’.
27.06.1990 Repair ‘ROOF COMPLETE’.
27.06.1990 Repair ‘SIDE MEMBER’.
27.06.1990 Repair ‘SIDE MEMBER’.
27.06.1990 Repair ‘SIDE SILL’.
27.06.1990 Repair ‘SIDE SILL’.
14.12.1990 Repair ‘VEHICLE RETARE’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘HANDBRAKE HANDLE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
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11.02.1991 Repair ‘COUPLER COMPLETE’.
11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
11.02.1991 Repair ‘TOP CENTRE PLATE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘END SILL’.
05.04.1991 Repair ‘ROOF SHEET’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘DOOR OPENING MECHANISM’.
22.05.1991 Repair ‘SIDE SILL’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘DISCHARGE DOOR’.
05.08.1991 Repair ‘DOOR OPENING MECHANISM’.
05.08.1991 Repair ‘SIDE SILL’.
05.08.1991 Repair ‘TOP CENTRE PLATE’.
30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘BOGIE COMPLETE’.
30.10.1991 Repair ‘COUPLER COMPLETE’.
30.10.1991 Repair ‘DISCHARGE DOOR’.
30.10.1991 Repair ‘DOOR OPENING MECHANISM’.
30.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1991 Repair ‘SIDE MEMBER’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE CONTROL PIPE’.
25.11.1991 Repair ‘COUPLER COMPLETE’.
25.11.1991 Repair ‘DISCHARGE DOOR’.
25.11.1991 Repair ‘DOOR OPENING MECHANISM’.
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘DISCHARGE DOOR’.
18.02.1992 Repair ‘DOOR OPENING MECHANISM’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
23.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.09.1992 Repair ‘BOGIE COMPLETE’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘END SILL’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘WHEEL SET’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.02.1993 Repair ‘BRAKE LEVER’.
11.02.1993 Repair ‘DISCHARGE DOOR’.
11.02.1993 Repair ‘END BRAKE COCK’.
11.02.1993 Repair ‘END FRAME MEMBER’.
11.02.1993 Repair ‘LADDER’.
11.02.1993 Repair ‘SIDE MEMBER’.
11.02.1993 Repair ‘SIDE SILL’.
11.02.1993 Repair ‘SIDE STEP’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE COMPLETE’.
06.04.1994 Repair ‘COUPLER COMPLETE’.
06.04.1994 Repair ‘DISCHARGE DOOR’.
06.04.1994 Repair ‘DOOR OPENING MECHANISM’.
06.04.1994 Repair ‘END BRAKE COCK’.
06.04.1994 Repair ‘ROOF COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘BRAKE BLOCK RB95’.
25.01.1995 Repair ‘DISCHARGE DOOR’.
25.01.1995 Repair ‘DOOR OPENING MECHANISM’.
25.01.1995 Repair ‘SIDE MEMBER’.
29.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1995 Repair ‘BRAKE FULCRUM BRACKET’.
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09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1996 Repair ‘BOGIE COMPLETE’.
06.06.1996 Repair ‘CENTRE SILL’.
12.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1996 Repair ‘BRANCH PIPE’.
13.12.1996 Repair ‘END SILL’.
13.12.1996 Repair ‘SIDE SILL’.
13.12.1996 Repair ‘TRAIN PIPE’.
02.04.1997 Repair ‘BOGIE ADAPTER’.
02.04.1997 Repair ‘COUPLER KNUCKLE’.

HF 9

Details: wagon ‘HF 9 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 01.07.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 04.04.1997
Last Triple Valve: 21.09.1990
Last Single Car Test: 17.05.1994

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Repair ‘BRANCH PIPE’.
22.08.1989 Repair ‘COUPLER COMPLETE’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1989 Repair ‘BRANCH PIPE’.
10.10.1989 Repair ‘COUPLER COMPLETE’.
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10.10.1989 Repair ‘RELAY VALVE’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BRAKE PULL ROD’.
06.12.1989 Repair ‘BRANCH PIPE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘DISCHARGE DOOR’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1990 Repair ‘SIDE MEMBER’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
25.06.1990 Repair ‘END SILL’.
25.06.1990 Repair ‘TRANSOM’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE ADAPTER’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘SIDE MEMBER’.
14.12.1990 Repair ‘VEHICLE RETARE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.03.1991 Repair ‘BRAKE CONTROL PIPE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘ROOF SHEET’.
05.04.1991 Repair ‘TOP CENTRE PLATE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘DOOR OPENING MECHANISM’.
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22.05.1991 Repair ‘TOP CENTRE PLATE’.
22.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE COMPLETE’.
14.10.1991 Repair ‘COUPLER COMPLETE’.
14.10.1991 Repair ‘DISCHARGE DOOR’.
14.10.1991 Repair ‘DOOR OPENING MECHANISM’.
14.10.1991 Repair ‘END FRAME MEMBER’.
14.10.1991 Repair ‘END SHEETING’.
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘ROOF COMPLETE’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘COUPLER COMPLETE’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Repair ‘SIDE BEARER’.
17.08.1992 Repair ‘SIDE BEARER’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘COUPLER COMPLETE’.
08.03.1993 Repair ‘DISCHARGE DOOR’.
08.03.1993 Repair ‘DOOR OPENING MECHANISM’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1993 Repair ‘HOSE FITTINGS’.
08.03.1993 Repair ‘NYLON HOSE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE COMPLETE’.
06.04.1994 Repair ‘COUPLER COMPLETE’.
06.04.1994 Repair ‘DISCHARGE DOOR’.
06.04.1994 Repair ‘DOOR OPENING MECHANISM’.
06.04.1994 Repair ‘END BRAKE COCK’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRANCH PIPE’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘DISCHARGE DOOR’.
17.05.1994 Repair ‘DOOR OPENING MECHANISM’.
17.05.1994 Repair ‘END BRAKE COCK’.
17.05.1994 Repair ‘SIDE SHEET’.
04.04.1997 Repair ‘COUPLER KNUCKLE’.
04.04.1997 Repair ‘COUPLER KNUCKLE’.
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HF 11

Details: wagon ‘HF 11 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 09.08.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 30.10.1996
Last Triple Valve: 15.12.1988
Last Single Car Test: 19.01.1995
Last Lift: 12.08.1983

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘DISCHARGE DOOR’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE COMPLETE’.
16.09.1989 Repair ‘BRANCH PIPE’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘DISCHARGE DOOR’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘BRANCH PIPE’.
01.02.1990 Repair ‘END FRAME MEMBER’.
01.02.1990 Repair ‘SIDE MEMBER’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
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22.02.1990 Repair ‘DOOR HINGES AND PINS’.
22.02.1990 Repair ‘FLOOR COMPLETE’.
22.02.1990 Repair ‘SIDE MEMBER’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘DOOR LOCK MECHANISM’.
24.04.1990 Repair ‘SIDE MEMBER’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘COUPLER COMPLETE’.
22.06.1990 Repair ‘DOOR HINGES AND PINS’.
22.06.1990 Repair ‘SIDE BEARER’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘BRANCH PIPE’.
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
05.10.1990 Repair ‘COUPLER COMPLETE’.
05.10.1990 Repair ‘DISCHARGE DOOR’.
05.10.1990 Repair ‘DOOR OPENING MECHANISM’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘AXLEBOX’.
20.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘COUPLER COMPLETE’.
20.02.1991 Repair ‘DOOR OPENING MECHANISM’.
20.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BEARERS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘SIDE BEARER’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘COUPLER COMPLETE’.
11.02.1992 Repair ‘END SHEETING’.
08.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1994 Repair ‘BOGIE COMPLETE’.
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08.12.1994 Repair ‘BOGIE SPRING’.
08.12.1994 Repair ‘BRAKE BLOCK RB95’.
08.12.1994 Repair ‘BRAKE LEVER’.
08.12.1994 Repair ‘BRAKE PIN’.
08.12.1994 Repair ‘COUPLER COMPLETE’.
08.12.1994 Repair ‘DOOR HINGES AND PINS’.
08.12.1994 Repair ‘DOOR OPENING MECHANISM’.
08.12.1994 Repair ‘END BRAKE COCK’.
08.12.1994 Repair ‘END FRAME MEMBER’.
08.12.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1994 Repair ‘LADDER’.
08.12.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1994 Repair ‘SIDE MEMBER’.
08.12.1994 Repair ‘TRAIN PIPE (END)’.
08.12.1994 Repair ‘TRANSOM’.
08.12.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1994 Repair ‘YOKE COMPLETE’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘DISCHARGE DOOR’.
18.01.1995 Repair ‘DOOR OPENING MECHANISM’.
30.05.1996 Repair ‘COUPLER COMPLETE’.
02.09.1996 Repair ‘BRAKE PULL ROD’.
02.09.1996 Repair ‘DOOR OPENING MECHANISM’.
30.10.1996 Repair ‘BRANCH PIPE’.

HF 12

Details: wagon ‘HF 12 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 30.07.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes
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Fleet Grp Code: NF
Return to Service Date: 21.03.1997
Last Single Car Test: 18.04.1995
Last Lift: 22.07.1987

18.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘COUPLER COMPLETE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
04.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘COUPLER COMPLETE’.
18.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1989 Repair ‘SIDE SILL’.
18.10.1989 Repair ‘WHEEL SET’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRAKE BLOCK RB95’.
13.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.02.1990 Repair ‘BRANCH PIPE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘SIDE SILL’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK OTHER’.
31.07.1990 Repair ‘COUPLER COMPLETE’.
31.07.1990 Repair ‘ROOF COMPLETE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘DISCHARGE DOOR’.
18.10.1990 Repair ‘DOOR OPENING MECHANISM’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘END SILL’.
08.04.1991 Repair ‘SIDE SILL’.
08.04.1991 Repair ‘VEHICLE RETARE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘SIDE SILL’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘BRAKE CONTROL PIPE’.
13.06.1991 Repair ‘COUPLER COMPLETE’.
13.06.1991 Repair ‘DOOR OPENING MECHANISM’.
13.06.1991 Repair ‘RELAY VALVE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘DOOR OPENING MECHANISM’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘DISCHARGE DOOR’.
14.01.1993 Repair ‘DOOR OPENING MECHANISM’.
14.01.1993 Repair ‘END BRAKE COCK’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘COUPLER KNUCKLE’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘END FRAME MEMBER’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BOGIE COMPLETE’.
19.05.1993 Repair ‘COUPLER COMPLETE’.
19.05.1993 Repair ‘DISCHARGE DOOR’.
19.05.1993 Repair ‘DOOR OPENING MECHANISM’.
19.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1993 Repair ‘BRAKE LEVER’.
09.09.1993 Repair ‘BRAKE PIN’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR OPENING MECHANISM’.
09.09.1993 Repair ‘END BRAKE COCK’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘TOP CENTRE PLATE’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BOGIE BEARERS’.
11.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK RB95’.
11.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1994 Repair ‘COUPLER COMPLETE’.
11.03.1994 Repair ‘DISCHARGE DOOR’.
11.03.1994 Repair ‘DOOR OPENING MECHANISM’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE COMPLETE’.
06.04.1994 Repair ‘COUPLER COMPLETE’.
06.04.1994 Repair ‘DISCHARGE DOOR’.
06.04.1994 Repair ‘DOOR OPENING MECHANISM’.
06.04.1994 Repair ‘END BRAKE COCK’.
06.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1994 Repair ‘ROOF COMPLETE’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1995 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1995 Repair ‘COUPLER KNUCKLE’.
04.07.1996 Repair ‘BOGIE COMPLETE’.
21.03.1997 Repair ‘TOP CENTRE PLATE’.

HF 13

Details: wagon ‘HF 13 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.8tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 09.08.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF NF
Return to Service Date: 04.04.1997
Last Single Car Test: 20.04.1995

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘COUPLER COMPLETE’.
04.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1989 Repair ‘TRAIN PIPE’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘COUPLER COMPLETE’.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE CONTROL PIPE’.
09.01.1990 Repair ‘BRANCH PIPE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘SIDE MEMBER’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘END SILL’.
26.06.1990 Repair ‘ROOF SHEET’.
26.06.1990 Repair ‘SIDE SILL’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.10.1990 Repair ‘BOGIE COMPLETE’.
05.10.1990 Repair ‘COUPLER COMPLETE’.
05.10.1990 Repair ‘DISCHARGE DOOR’.
05.10.1990 Repair ‘DOOR OPENING MECHANISM’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘DOOR OPENING MECHANISM’.
28.06.1991 Repair ‘HANDBRAKE HANDLE’.
28.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1991 Repair ‘TRAIN PIPE (END)’.
28.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘DISCHARGE DOOR’.
10.07.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘TOP CENTRE PLATE’.
02.08.1991 Repair ‘TRAIN PIPE (END)’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘DISCHARGE DOOR’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘DOOR OPENING MECHANISM’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BRAKE PIN’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1992 Repair ‘BRAKE BLOCK RB95’.
21.09.1992 Repair ‘BRAKE BLOCK RB95’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE COMPLETE’.
31.03.1993 Repair ‘BRAKE BLOCK RB95’.
31.03.1993 Repair ‘COUPLER COMPLETE’.
31.03.1993 Repair ‘DISCHARGE DOOR’.
31.03.1993 Repair ‘DOOR OPENING MECHANISM’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘HANDBRAKE HANDLE’.
06.09.1993 Repair ‘TOP CENTRE PLATE’.
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12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘END BRAKE COCK’.
09.04.1994 Repair ‘TRAIN PIPE (END)’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘DISCHARGE DOOR’.
25.05.1994 Repair ‘DOOR OPENING MECHANISM’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1995 Repair ‘BRAKE BLOCK RB95’.
28.06.1996 Repair ‘BOGIE COMPLETE’.
04.04.1997 Repair ‘BRAKE BLOCK RB95’.

HF 14

Details: wagon ‘HF 14 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 21.08.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes
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Fleet Grp Code: AF NF
Return to Service Date: 11.09.1996
Last Single Car Test: 22.04.1994

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘COUPLER COMPLETE’.
06.07.1989 Repair ‘DISCHARGE DOOR’.
06.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1989 Repair ‘SIDE BEARER’.
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘COUPLER COMPLETE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘END BRAKE COCK’.
15.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘COUPLER COMPLETE’.
15.11.1989 Repair ‘END BRAKE COCK’.
15.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘DISCHARGE DOOR’.
19.12.1989 Repair ‘TOP CENTRE PLATE’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
25.06.1990 Repair ‘END SILL’.
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25.06.1990 Repair ‘END SILL’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘ROOF SHEET’.
25.06.1990 Repair ‘ROOF SHEET’.
25.06.1990 Repair ‘SIDE SILL’.
25.06.1990 Repair ‘SIDE SILL’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘BRAKE CONTROL PIPE’.
16.08.1990 Repair ‘COUPLER COMPLETE’.
16.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1990 Repair ‘RELAY VALVE’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘COUPLER COMPLETE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
07.01.1991 Repair ‘DOOR OPENING MECHANISM’.
07.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘DOOR OPENING MECHANISM’.
11.04.1991 Repair ‘END SILL’.
11.04.1991 Repair ‘SIDE SILL’.
11.04.1991 Repair ‘TOP CENTRE PLATE’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘DOOR OPENING MECHANISM’.
09.05.1991 Repair ‘END BRAKE COCK’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRAKE BLOCK RB95’.
13.05.1992 Repair ‘BRAKE BLOCK RB95’.
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13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘DISCHARGE DOOR’.
13.05.1992 Repair ‘DOOR OPENING MECHANISM’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BRAKE BLOCK RB95’.
09.09.1992 Repair ‘BRAKE BLOCK RB95’.
09.09.1992 Repair ‘BRAKE PULL ROD’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘DISCHARGE DOOR’.
09.09.1992 Repair ‘DOOR OPENING MECHANISM’.
09.09.1992 Repair ‘WHEEL SET’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE COMPLETE’.
10.11.1993 Repair ‘CENTRE SILL’.
10.11.1993 Repair ‘COUPLER COMPLETE’.
10.11.1993 Repair ‘END SILL’.
10.11.1993 Repair ‘SIDE SILL’.
10.11.1993 Repair ‘STRIKING CASTING’.
10.11.1993 Repair ‘VEHICLE STENCILS’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
17.01.1994 Repair ‘COUPLER COMPLETE’.
17.01.1994 Repair ‘DISCHARGE DOOR’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.04.1994 Repair ‘BOGIE SPRING’.
21.04.1994 Repair ‘BRAKE LEVER’.
21.04.1994 Repair ‘BRAKE PIN’.
21.04.1994 Repair ‘BRANCH PIPE’.
21.04.1994 Repair ‘DISCHARGE DOOR’.
21.04.1994 Repair ‘DOOR HINGES AND PINS’.
21.04.1994 Repair ‘DOOR LOCK MECHANISM’.
21.04.1994 Repair ‘DOOR OPENING MECHANISM’.
21.04.1994 Repair ‘EMPTY LOAD VALVE’.
21.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1994 Repair ‘HANDBRAKE HANDLE’.
21.04.1994 Repair ‘ROOF SHEET’.
21.04.1994 Repair ‘SIDE SHEET’.
21.04.1994 Repair ‘VEHICLE STENCILS’.
04.08.1995 Repair ‘BRAKE BLOCK RB95’.
22.05.1996 Repair ‘BOGIE COMPLETE’.
11.09.1996 Repair ‘BRANCH PIPE’.

HF 16

Details: wagon ‘HF 16 N’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 09.09.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF NF
Return to Service Date: 21.03.1997
Last Single Car Test: 18.04.1995
Last Lift: 16.11.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘BRANCH PIPE’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘NYLON HOSE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘END SHEETING’.
08.03.1990 Repair ‘ROOF COMPLETE’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE COMPLETE’.
21.05.1990 Repair ‘BRANCH PIPE’.
21.05.1990 Repair ‘COUPLER COMPLETE’.
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21.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1990 Repair ‘ROOF SHEET’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘END BRAKE COCK’.
06.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1991 Repair ‘DOOR OPENING MECHANISM’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘TOP CENTRE PLATE’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘BRAKE PIN’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘DISCHARGE DOOR’.
15.04.1991 Repair ‘DOOR OPENING MECHANISM’.
15.04.1991 Repair ‘LADDER’.
15.04.1991 Repair ‘VEHICLE RETARE’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘COUPLER COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘DISCHARGE DOOR’.
12.08.1991 Repair ‘DOOR OPENING MECHANISM’.
12.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BRAKE PIN’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘DISCHARGE DOOR’.
10.09.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘DISCHARGE DOOR’.
14.02.1992 Repair ‘DOOR OPENING MECHANISM’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘DISCHARGE DOOR’.
02.07.1992 Repair ‘DOOR OPENING MECHANISM’.
02.07.1992 Repair ‘SIDE STEP’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘DISCHARGE DOOR’.
08.09.1993 Repair ‘DOOR OPENING MECHANISM’.
08.09.1993 Repair ‘END BRAKE COCK’.
08.09.1993 Repair ‘TOP CENTRE PLATE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘LADDER’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘WHEEL SET’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘BRAKE PULL ROD’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DISCHARGE DOOR’.
15.06.1994 Repair ‘DOOR OPENING MECHANISM’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘COUPLER COMPLETE’.
05.08.1994 Repair ‘END BRAKE COCK’.
05.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘COUPLER KNUCKLE’.
25.01.1995 Repair ‘DISCHARGE DOOR’.
25.01.1995 Repair ‘DOOR OPENING MECHANISM’.
25.01.1995 Repair ‘END FRAME MEMBER’.
11.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1996 Repair ‘SIDE BEARER’.
21.03.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HF 17

Details: wagon ‘HF 17 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 25.09.1968
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 12.04.1995
Last Triple Valve: 17.05.1990
Last Brake Cylinder: 21.10.1991
Last Single Car Test: 18.04.1995

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRANCH PIPE’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘ROOF COMPLETE’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.10.1989 Repair ‘COUPLER COMPLETE’.
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10.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1989 Repair ‘RELAY VALVE’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘COUPLER COMPLETE’.
17.01.1990 Repair ‘DOOR COMPLETE’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Repair ‘ROOF COMPLETE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘CENTRE SILL’.
22.03.1990 Repair ‘COUPLER COMPLETE’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘END SILL’.
22.03.1990 Repair ‘SIDE SILL’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘SIDE SILL’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘BRANCH PIPE’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘COUPLER COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘DOOR OPENING MECHANISM’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘DISCHARGE DOOR’.
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15.04.1991 Repair ‘DISCHARGE DOOR’.
15.04.1991 Repair ‘DOOR OPENING MECHANISM’.
15.04.1991 Repair ‘DOOR OPENING MECHANISM’.
15.04.1991 Repair ‘VEHICLE RETARE’.
15.04.1991 Repair ‘VEHICLE RETARE’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE COMPLETE’.
21.10.1991 Repair ‘BRANCH PIPE’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘DISCHARGE DOOR’.
21.10.1991 Repair ‘DOOR OPENING MECHANISM’.
21.10.1991 Repair ‘END SILL’.
21.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1991 Repair ‘SIDE MEMBER’.
21.10.1991 Repair ‘TOP CENTRE PLATE’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘COUPLER COMPLETE’.
27.04.1992 Repair ‘COUPLER COMPLETE’.
27.04.1992 Repair ‘DISCHARGE DOOR’.
27.04.1992 Repair ‘DISCHARGE DOOR’.
27.04.1992 Repair ‘DOOR OPENING MECHANISM’.
27.04.1992 Repair ‘DOOR OPENING MECHANISM’.
27.04.1992 Repair ‘END SHEETING’.
27.04.1992 Repair ‘END SHEETING’.
27.04.1992 Repair ‘ROOF SHEET’.
27.04.1992 Repair ‘ROOF SHEET’.
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1993 Repair ‘BRAKE CONTROL PIPE’.
24.07.1993 Repair ‘BRAKE PULL ROD’.
24.07.1993 Repair ‘COUPLER COMPLETE’.
24.07.1993 Repair ‘COUPLER KNUCKLE’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘BRANCH PIPE’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘DISCHARGE DOOR’.
08.09.1993 Repair ‘DOOR OPENING MECHANISM’.
08.09.1993 Repair ‘DOOR OPENING MECHANISM’.
08.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘DISCHARGE DOOR’.
19.10.1993 Repair ‘DOOR OPENING MECHANISM’.
19.10.1993 Repair ‘END BRAKE COCK’.
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19.10.1993 Repair ‘END FRAME MEMBER’.
19.10.1993 Repair ‘SIDE STEP’.
19.10.1993 Repair ‘TRAIN PIPE (END)’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘DISCHARGE DOOR’.
07.01.1994 Repair ‘DOOR OPENING MECHANISM’.
07.01.1994 Repair ‘TOP CENTRE PLATE’.
18.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1994 Repair ‘BRAKE BLOCK RB95’.
18.02.1994 Repair ‘BRAKE PIN’.
18.02.1994 Repair ‘COUPLER COMPLETE’.
18.02.1994 Repair ‘DISCHARGE DOOR’.
18.02.1994 Repair ‘DOOR OPENING MECHANISM’.
18.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1994 Repair ‘BOGIE COMPLETE’.
10.03.1994 Repair ‘COUPLER COMPLETE’.
10.03.1994 Repair ‘DISCHARGE DOOR’.
10.03.1994 Repair ‘DOOR OPENING MECHANISM’.
10.03.1994 Repair ‘DOOR OPENING MECHANISM’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘END BRAKE COCK’.
09.04.1994 Repair ‘END BRAKE COCK’.
09.04.1994 Repair ‘WHEEL SET’.
18.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1994 Repair ‘BOGIE COMPLETE’.
18.07.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘DISCHARGE DOOR’.
18.07.1994 Repair ‘DOOR OPENING MECHANISM’.
18.07.1994 Repair ‘WHEEL SET’.
30.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Repair ‘BOGIE COMPLETE’.
30.01.1995 Repair ‘BRAKE BLOCK RB95’.
30.01.1995 Repair ‘BRAKE PULL ROD’.
30.01.1995 Repair ‘COUPLER COMPLETE’.
30.01.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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HF 19

Details: wagon ‘HF 19 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 01.07.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 28.06.1996
Due Triple Valve: 01.07.1997
Last Triple Valve: 20.08.1990
Last Single Car Test: 21.03.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

18.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘DISCHARGE DOOR’.
05.09.1989 Repair ‘END HOSE’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘DOOR HINGES AND PINS’.
21.09.1989 Repair ‘END COMPLETE’.
21.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COUPLER COMPLETE’.
05.07.1990 Repair ‘ROOF COMPLETE’.
05.07.1990 Repair ‘SIDE SILL’.
05.07.1990 Repair ‘TOP CENTRE PLATE’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
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16.08.1990 Repair ‘BRAKE PULL ROD’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.08.1990 Repair ‘SIDE COMPLETE’.
16.08.1990 Repair ‘WHEEL SET’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘DISCHARGE DOOR’.
09.10.1990 Repair ‘END BRAKE COCK’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1991 Repair ‘DOOR LOCK MECHANISM’.
12.09.1991 Repair ‘DOOR OPENING MECHANISM’.
12.09.1991 Repair ‘END COMPLETE’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘ROOF COMPLETE’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE LEVER’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘DISCHARGE DOOR’.
25.09.1991 Repair ‘DOOR OPENING MECHANISM’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘BRAKE BLOCK RB95’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘DISCHARGE DOOR’.
24.04.1992 Repair ‘DOOR HINGES AND PINS’.
24.04.1992 Repair ‘DOOR OPENING MECHANISM’.
24.04.1992 Repair ‘TOP CENTRE PLATE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
19.05.1992 Repair ‘BRANCH PIPE’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘DISCHARGE DOOR’.
19.05.1992 Repair ‘DOOR OPENING MECHANISM’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘SIDE BEARER’.
06.02.1993 Repair ‘SIDE BEARER’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE PIN’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘DISCHARGE DOOR’.
25.06.1993 Repair ‘DOOR OPENING MECHANISM’.
25.06.1993 Repair ‘ROOF COMPLETE’.
25.06.1993 Repair ‘ROOF SHEET’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘COUPLER COMPLETE’.
09.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
09.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1993 Repair ‘TOP CENTRE PLATE’.
09.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘DISCHARGE DOOR’.
07.01.1994 Repair ‘DOOR OPENING MECHANISM’.
07.01.1994 Repair ‘TOP CENTRE PLATE’.
05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1994 Repair ‘BOGIE COMPLETE’.
05.12.1994 Repair ‘BRAKE BLOCK RB95’.
05.12.1994 Repair ‘COUPLER COMPLETE’.
05.12.1994 Repair ‘DISCHARGE DOOR’.
05.12.1994 Repair ‘DOOR COMPLETE’.
05.12.1994 Repair ‘DOOR HINGES AND PINS’.
05.12.1994 Repair ‘DOOR LOCK MECHANISM’.
05.12.1994 Repair ‘DOOR OPENING MECHANISM’.
05.12.1994 Repair ‘ROOF COMPLETE’.
05.12.1994 Repair ‘TRAIN PIPE’.
05.12.1994 Repair ‘WHEEL SET’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1995 Repair ‘COUPLER KNUCKLE’.
14.12.1995 Repair ‘DISCHARGE DOOR’.
18.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1996 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

HF 20

Details: wagon ‘HF 20 N’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 01.07.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 02.04.1997
Last Triple Valve: 10.12.1993
Last Single Car Test: 04.04.1995
Last Lift: 12.11.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘DISCHARGE DOOR’.
05.09.1989 Repair ‘ROOF COMPLETE’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRAKE PIN’.
22.09.1989 Repair ‘BRANCH PIPE’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘HANDBRAKE HANDLE’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BOLSTER’.
13.02.1990 Repair ‘BOGIE SPRING’.
13.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.02.1990 Repair ‘END FRAME MEMBER’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
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28.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.05.1990 Repair ‘COUPLER COMPLETE’.
28.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE COMPLETE’.
13.08.1990 Repair ‘BRANCH PIPE’.
13.08.1990 Repair ‘COUPLER COMPLETE’.
13.08.1990 Repair ‘END SILL’.
13.08.1990 Repair ‘SIDE SILL’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘COUPLER COMPLETE’.
03.10.1990 Repair ‘DISCHARGE DOOR’.
03.10.1990 Repair ‘DOOR OPENING MECHANISM’.
03.10.1990 Repair ‘ROOF COMPLETE’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.10.1990 Repair ‘COUPLER COMPLETE’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘END BRAKE COCK’.
30.10.1990 Repair ‘END FRAME MEMBER’.
30.10.1990 Repair ‘TOP CENTRE PLATE’.
30.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘SIDE SILL’.
04.04.1991 Repair ‘SIDE SILL’.
04.04.1991 Repair ‘TOP CENTRE PLATE’.
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘DISCHARGE DOOR’.
05.08.1991 Repair ‘DOOR OPENING MECHANISM’.
05.08.1991 Repair ‘TOP CENTRE PLATE’.
05.08.1991 Repair ‘WHEEL SET’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘BRANCH PIPE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘DISCHARGE DOOR’.
15.10.1991 Repair ‘DOOR OPENING MECHANISM’.
15.10.1991 Repair ‘END BRAKE COCK’.
15.10.1991 Repair ‘ROOF BOARDS’.
15.10.1991 Repair ‘ROOF SHEET’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘DISCHARGE DOOR’.
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24.04.1992 Repair ‘DOOR OPENING MECHANISM’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
01.07.1992 Repair ‘DISCHARGE DOOR’.
01.07.1992 Repair ‘DOOR OPENING MECHANISM’.
01.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘DISCHARGE DOOR’.
21.09.1992 Repair ‘DOOR COVERING’.
21.09.1992 Repair ‘DOOR HINGES AND PINS’.
21.09.1992 Repair ‘DOOR LOCK MECHANISM’.
21.09.1992 Repair ‘DOOR OPENING MECHANISM’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BRAKE BLOCK RB95’.
15.01.1993 Repair ‘COUPLER COMPLETE’.
15.01.1993 Repair ‘DISCHARGE DOOR’.
15.01.1993 Repair ‘DOOR OPENING MECHANISM’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘EMPTY LOAD VALVE’.
26.05.1993 Repair ‘END BRAKE COCK’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Repair ‘LADDER’.
26.05.1993 Repair ‘SIDE MEMBER’.
26.05.1993 Repair ‘SIDE SHEET’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘BOGIE COMPLETE’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘DISCHARGE DOOR’.
06.09.1993 Repair ‘DOOR OPENING MECHANISM’.
06.09.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘TOP CENTRE PLATE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘BRAKE CONTROL PIPE’.
08.12.1993 Repair ‘BRANCH PIPE’.
08.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘DOOR OPENING MECHANISM’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE COMPLETE’.
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21.03.1994 Repair ‘BOGIE COMPLETE’.
21.03.1994 Repair ‘BRAKE PIN’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘DISCHARGE DOOR’.
21.03.1994 Repair ‘DOOR OPENING MECHANISM’.
21.03.1994 Repair ‘END HOSE’.
21.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DISCHARGE DOOR’.
31.05.1994 Repair ‘DOOR OPENING MECHANISM’.
31.05.1994 Repair ‘END BRAKE COCK’.
31.05.1994 Repair ‘ROOF SHEET’.
31.05.1994 Repair ‘TOP CENTRE PLATE’.
31.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1996 Repair ‘COUPLER COMPLETE’.
03.10.1996 Repair ‘WHEEL SET’.
02.04.1997 Repair ‘COUPLER KNUCKLE’.
02.04.1997 Repair ‘TOP CENTRE PLATE’.

HF 21

Details: wagon ‘HF 21 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 01.08.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes
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Fleet Grp Code: NF
Return to Service Date: 14.04.1997
Due Triple Valve: 03.04.1998
Last Triple Valve: 25.01.1995
Last Single Car Test: 25.01.1995
Last Lift: 13.08.1987

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
06.03.1990 Repair ‘SIDE SILL’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘END SHEETING’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘DISCHARGE DOOR’.
26.06.1990 Repair ‘DISCHARGE DOOR’.
26.06.1990 Repair ‘END SILL’.
26.06.1990 Repair ‘END SILL’.
26.06.1990 Repair ‘ROOF SHEET’.
26.06.1990 Repair ‘ROOF SHEET’.
26.06.1990 Repair ‘SIDE SILL’.
26.06.1990 Repair ‘SIDE SILL’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘SIDE SILL’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
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07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘END SHEETING’.
07.03.1991 Repair ‘SIDE SILL’.
07.03.1991 Repair ‘TOP CENTRE PLATE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘BRAKE PULL ROD’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘SIDE SILL’.
04.04.1991 Repair ‘SIDE SILL’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRANCH PIPE’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DISCHARGE DOOR’.
06.05.1991 Repair ‘DOOR OPENING MECHANISM’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘BOGIE COMPLETE’.
20.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.05.1991 Repair ‘COUPLER COMPLETE’.
20.05.1991 Repair ‘DISCHARGE DOOR’.
20.05.1991 Repair ‘DOOR OPENING MECHANISM’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.06.1992 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘DISCHARGE DOOR’.
10.06.1992 Repair ‘DOOR OPENING MECHANISM’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘DOOR HINGES AND PINS’.
26.11.1992 Repair ‘DOOR OPENING MECHANISM’.
26.11.1992 Repair ‘END BRAKE COCK’.
26.11.1992 Repair ‘ROOF COMPLETE’.
26.11.1992 Repair ‘TRAIN PIPE (END)’.
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BOGIE COMPLETE’.
11.12.1992 Repair ‘BRAKE CONTROL PIPE’.
11.12.1992 Repair ‘BRANCH PIPE’.
11.12.1992 Repair ‘COUPLER COMPLETE’.
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11.12.1992 Repair ‘DISCHARGE DOOR’.
11.12.1992 Repair ‘DOOR OPENING MECHANISM’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BRANCH PIPE’.
08.03.1993 Repair ‘DISCHARGE DOOR’.
08.03.1993 Repair ‘DOOR OPENING MECHANISM’.
08.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BOGIE COMPLETE’.
19.05.1993 Repair ‘COUPLER COMPLETE’.
19.05.1993 Repair ‘DISCHARGE DOOR’.
19.05.1993 Repair ‘DOOR OPENING MECHANISM’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘DISCHARGE DOOR’.
24.08.1993 Repair ‘DOOR OPENING MECHANISM’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE COMPLETE’.
21.10.1993 Repair ‘COUPLER COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘SIDE BEARER’.
21.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
07.04.1994 Repair ‘END BRAKE COCK’.
07.04.1994 Repair ‘END FRAME MEMBER’.
07.04.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BOGIE COMPLETE’.
04.08.1994 Repair ‘COUPLER COMPLETE’.
04.08.1994 Repair ‘END BRAKE COCK’.
16.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1995 Repair ‘BRAKE BLOCK RB95’.
16.01.1995 Repair ‘BRAKE BLOCK RB95’.
16.01.1995 Repair ‘BRAKE PULL ROD’.
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16.01.1995 Repair ‘NYLON HOSE’.
16.01.1995 Repair ‘SLOPE SHEET’.
16.01.1995 Repair ‘TOP CENTRE PLATE’.
16.01.1995 Repair ‘WHEEL SET’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.09.1996 Repair ‘BOGIE COMPLETE’.
19.09.1996 Repair ‘COUPLER COMPLETE’.
21.03.1997 Repair ‘BOGIE ADAPTER’.
26.03.1997 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
14.04.1997 Repair ‘WHEEL SET’.

HF 22

Details: wagon ‘HF 22 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 01.08.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 21.03.1997
Last Brake Cylinder: 05.08.1996
Last Single Car Test: 09.02.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER COMPLETE’.
03.07.1989 Repair ‘DISCHARGE DOOR’.
03.07.1989 Repair ‘ROOF COMPLETE’.
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘COUPLER COMPLETE’.
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21.07.1989 Repair ‘DISCHARGE DOOR’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘DISCHARGE DOOR’.
27.07.1989 Repair ‘ISOLATING COCK’.
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘DISCHARGE DOOR’.
09.08.1989 Repair ‘DISCHARGE DOOR’.
14.08.1989 Repair ‘DOOR COMPLETE’.
22.08.1989 Repair ‘DOOR COMPLETE’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘COUPLER COMPLETE’.
30.08.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘COUPLER COMPLETE’.
20.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘DISCHARGE DOOR’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘DISCHARGE DOOR’.
13.12.1989 Repair ‘DISCHARGE DOOR’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE COMPLETE’.
04.01.1990 Repair ‘COUPLER COMPLETE’.
04.01.1990 Repair ‘TOP CENTRE PLATE’.
04.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BRAKE CONTROL PIPE’.
08.05.1990 Repair ‘BRAKE LEVER’.
08.05.1990 Repair ‘BRAKE PULL ROD’.
08.05.1990 Repair ‘LASHING POINT’.
08.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1990 Repair ‘RELAY VALVE’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE COMPLETE’.
11.10.1990 Repair ‘BRAKE CONTROL PIPE’.
11.10.1990 Repair ‘COUPLER COMPLETE’.
11.10.1990 Repair ‘DISCHARGE DOOR’.
11.10.1990 Repair ‘DOOR OPENING MECHANISM’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘DISCHARGE DOOR’.
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18.10.1990 Repair ‘DOOR OPENING MECHANISM’.
18.10.1990 Repair ‘LASHING POINT’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘SIDE SILL’.
14.12.1990 Repair ‘VEHICLE RETARE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DISCHARGE DOOR’.
12.04.1991 Repair ‘DOOR OPENING MECHANISM’.
12.04.1991 Repair ‘TOP CENTRE PLATE’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘DOOR LOCK MECHANISM’.
01.08.1991 Repair ‘DOOR OPENING MECHANISM’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRANCH PIPE’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘DISCHARGE DOOR’.
09.12.1991 Repair ‘DOOR OPENING MECHANISM’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘BRAKE BLOCK RB95’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘DISCHARGE DOOR’.
24.04.1992 Repair ‘DOOR OPENING MECHANISM’.
24.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1992 Repair ‘TOP CENTRE PLATE’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1992 Repair ‘BRAKE PULL ROD’.
14.09.1992 Repair ‘COUPLER COMPLETE’.
14.09.1992 Repair ‘DISCHARGE DOOR’.
14.09.1992 Repair ‘DOOR OPENING MECHANISM’.
14.09.1992 Repair ‘END BRAKE COCK’.
14.09.1992 Repair ‘SIDE BEARER’.
14.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
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15.10.1992 Repair ‘DISCHARGE DOOR’.
15.10.1992 Repair ‘DOOR OPENING MECHANISM’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘END BRAKE COCK’.
20.11.1992 Repair ‘SIDE BEARER’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘COUPLER COMPLETE’.
09.09.1993 Repair ‘DOOR OPENING MECHANISM’.
09.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1993 Repair ‘SIDE BEARER’.
09.09.1993 Repair ‘TOP CENTRE PLATE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BOGIE COMPLETE’.
18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘DISCHARGE DOOR’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘BRAKE FULCRUM BRACKET’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BOGIE COMPLETE’.
25.07.1994 Repair ‘BRANCH PIPE’.
25.07.1994 Repair ‘COUPLER COMPLETE’.
16.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1995 Repair ‘WHEEL SET’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1996 Repair ‘CENTRE SILL’.
05.08.1996 Repair ‘DISCHARGE DOOR’.
05.08.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1996 Repair ‘SIDE SILL’.
21.03.1997 Repair ‘BRAKE BLOCK RB95’.
21.03.1997 Repair ‘COUPLER KNUCKLE’.

HF 23

Details: wagon ‘HF 23 R’ in AN ‘Tasmania Division’.

Owner: AN

6829



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 12.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 18.08.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 17.04.1997
Last Triple Valve: 12.03.1990
Last Single Car Test: 12.02.1997
Last Lift: 16.11.1982

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘DISCHARGE DOOR’.
10.07.1989 Repair ‘HANDBRAKE HANDLE’.
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘DISCHARGE DOOR’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘DISCHARGE DOOR’.
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘COUPLER COMPLETE’.
28.08.1989 Repair ‘DISCHARGE DOOR’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE COMPLETE’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘DOOR COMPLETE’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘COUPLER COMPLETE’.
18.10.1989 Repair ‘DISCHARGE DOOR’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘DISCHARGE DOOR’.
23.11.1989 Repair ‘DOOR LOCK MECHANISM’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘BRANCH PIPE’.
18.01.1990 Repair ‘COUPLER COMPLETE’.
18.01.1990 Repair ‘DOOR COMPLETE’.
18.01.1990 Repair ‘LASHING POINT’.
18.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘BRANCH PIPE’.
07.02.1990 Repair ‘COUPLER COMPLETE’.
07.02.1990 Repair ‘DISCHARGE DOOR’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘DISCHARGE DOOR’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘SIDE MEMBER’.
12.03.1990 Repair ‘SIDE MEMBER’.
26.04.1990 Repair ‘BRAKE BLOCK RB95’.
26.04.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRANCH PIPE’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘DISCHARGE DOOR’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘COUPLER COMPLETE’.
06.06.1990 Repair ‘DISCHARGE DOOR’.
06.06.1990 Repair ‘SIDE MEMBER’.
05.09.1990 Repair ‘DISCHARGE DOOR’.
05.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRAKE BLOCK RB95’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
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21.09.1990 Repair ‘LASHING POINT’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘SIDE BEARER’.
14.12.1990 Repair ‘VEHICLE RETARE’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE CONTROL PIPE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Repair ‘SIDE SILL’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘COUPLER COMPLETE’.
03.07.1991 Repair ‘DISCHARGE DOOR’.
03.07.1991 Repair ‘DOOR OPENING MECHANISM’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘DISCHARGE DOOR’.
23.07.1991 Repair ‘DOOR OPENING MECHANISM’.
23.07.1991 Repair ‘SIDE SILL’.
23.07.1991 Repair ‘SIDE SILL’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘DISCHARGE DOOR’.
22.08.1991 Repair ‘DOOR OPENING MECHANISM’.
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘BRANCH PIPE’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘SIDE BEARER’.
25.10.1991 Repair ‘TOP CENTRE PLATE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
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21.05.1992 Repair ‘DOOR OPENING MECHANISM’.
21.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘DISCHARGE DOOR’.
12.08.1992 Repair ‘DOOR OPENING MECHANISM’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BRAKE CONTROL PIPE’.
07.09.1992 Repair ‘BRAKE CONTROL PIPE’.
07.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.09.1992 Repair ‘BRANCH PIPE’.
07.09.1992 Repair ‘BRANCH PIPE’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘COUPLER COMPLETE’.
10.09.1992 Repair ‘DISCHARGE DOOR’.
10.09.1992 Repair ‘DOOR OPENING MECHANISM’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘BRAKE BLOCK RB95’.
16.11.1992 Repair ‘COUPLER COMPLETE’.
16.11.1992 Repair ‘DISCHARGE DOOR’.
16.11.1992 Repair ‘DOOR OPENING MECHANISM’.
16.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘BRAKE BLOCK RB95’.
16.12.1992 Repair ‘COUPLER COMPLETE’.
16.12.1992 Repair ‘DISCHARGE DOOR’.
16.12.1992 Repair ‘DOOR OPENING MECHANISM’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1993 Repair ‘DISCHARGE DOOR’.
14.01.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
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08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1993 Repair ‘SIDE MEMBER’.
08.02.1993 Repair ‘WHEEL SET’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘DISCHARGE DOOR’.
06.09.1993 Repair ‘DOOR OPENING MECHANISM’.
06.09.1993 Repair ‘SIDE STEP’.
06.09.1993 Repair ‘TOP CENTRE PLATE’.
06.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.09.1993 Repair ‘BRAKE CONTROL PIPE’.
24.09.1993 Repair ‘DISCHARGE DOOR’.
24.09.1993 Repair ‘DOOR OPENING MECHANISM’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘DISCHARGE DOOR’.
18.11.1993 Repair ‘DOOR OPENING MECHANISM’.
18.11.1993 Repair ‘WHEEL SET’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘COUPLER COMPLETE’.
13.01.1994 Repair ‘DOOR OPENING MECHANISM’.
13.01.1994 Repair ‘LADDER’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE COMPLETE’.
21.03.1994 Repair ‘BRAKE BLOCK RB95’.
21.03.1994 Repair ‘BRAKE PULL ROD’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
21.03.1994 Repair ‘DISCHARGE DOOR’.
21.03.1994 Repair ‘DOOR OPENING MECHANISM’.
21.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1994 Repair ‘RELAY VALVE’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE PULL ROD’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘EMPTY LOAD VALVE’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRAKE BLOCK RB95’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘DISCHARGE DOOR’.
17.05.1994 Repair ‘DISCHARGE DOOR’.
17.05.1994 Repair ‘DOOR HINGES AND PINS’.
17.05.1994 Repair ‘DOOR OPENING MECHANISM’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘COUPLER COMPLETE’.
05.08.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘DISCHARGE DOOR’.
25.01.1995 Repair ‘DOOR OPENING MECHANISM’.
09.10.1995 Repair ‘DOOR OPENING MECHANISM’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1996 Repair ‘BRAKE BLOCK RB95’.
04.02.1997 Repair ‘BRAKE BLOCK RB95’.
12.02.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1997 Repair ‘EMPTY LOAD VALVE’.
17.04.1997 Repair ‘DOOR OPENING MECHANISM’.
17.04.1997 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

HF 24

Details: wagon ‘HF 24 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 21.08.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF
Return to Service Date: 03.04.1997
Last Single Car Test: 20.04.1995
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25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
25.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.08.1989 Repair ‘COUPLER COMPLETE’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘DISCHARGE DOOR’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1990 Repair ‘BOGIE COMPLETE’.
04.01.1990 Repair ‘COUPLER COMPLETE’.
04.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.01.1990 Repair ‘TOP CENTRE PLATE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Repair ‘SIDE SILL’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.06.1990 Repair ‘COUPLER COMPLETE’.
06.06.1990 Repair ‘DISCHARGE DOOR’.
06.06.1990 Repair ‘SIDE MEMBER’.
06.06.1990 Repair ‘SIDE SILL’.
06.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘DISCHARGE DOOR’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘COUPLER COMPLETE’.
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24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘COUPLER COMPLETE’.
24.09.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘DOOR OPENING MECHANISM’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘SIDE BEARER’.
14.12.1990 Repair ‘VEHICLE RETARE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘SIDE SILL’.
04.04.1991 Repair ‘TOP CENTRE PLATE’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Repair ‘TRAIN PIPE (END)’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘BRAKE PIN’.
17.01.1992 Repair ‘COUPLER COMPLETE’.
17.01.1992 Repair ‘TOP CENTRE PLATE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘DISCHARGE DOOR’.
22.04.1992 Repair ‘DOOR OPENING MECHANISM’.
22.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
01.07.1992 Repair ‘DISCHARGE DOOR’.
01.07.1992 Repair ‘DISCHARGE DOOR’.
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01.07.1992 Repair ‘DOOR OPENING MECHANISM’.
01.07.1992 Repair ‘DOOR OPENING MECHANISM’.
01.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1992 Repair ‘BOGIE COMPLETE’.
08.09.1992 Repair ‘BRANCH PIPE’.
08.09.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘DISCHARGE DOOR’.
08.09.1992 Repair ‘DOOR OPENING MECHANISM’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘WHEEL SET’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1992 Repair ‘ROOF SHEET’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Repair ‘DISCHARGE DOOR’.
14.01.1993 Repair ‘DOOR OPENING MECHANISM’.
14.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘DOOR OPENING MECHANISM’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Repair ‘ROOF COMPLETE’.
05.05.1993 Repair ‘SIDE BEARER’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘COUPLER COMPLETE’.
01.06.1993 Repair ‘DISCHARGE DOOR’.
01.06.1993 Repair ‘DOOR OPENING MECHANISM’.
01.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE PIN’.
24.01.1994 Repair ‘BRANCH PIPE’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘DISCHARGE DOOR’.
24.01.1994 Repair ‘DOOR OPENING MECHANISM’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1994 Repair ‘BOGIE COMPLETE’.
11.04.1994 Repair ‘BRAKE BLOCK RB95’.
11.04.1994 Repair ‘COUPLER COMPLETE’.
11.04.1994 Repair ‘DISCHARGE DOOR’.
11.04.1994 Repair ‘DOOR OPENING MECHANISM’.
11.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Repair ‘WHEEL SET’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘BRAKE BLOCK RB95’.
27.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘DISCHARGE DOOR’.
27.06.1994 Repair ‘DOOR OPENING MECHANISM’.
27.06.1994 Repair ‘WHEEL SET’.
18.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1994 Repair ‘BOGIE COMPLETE’.
18.07.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘DISCHARGE DOOR’.
18.07.1994 Repair ‘DOOR OPENING MECHANISM’.
18.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1994 Repair ‘TOP CENTRE PLATE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘BOGIE COMPLETE’.
28.10.1994 Repair ‘BRAKE BLOCK RB95’.
28.10.1994 Repair ‘COUPLER COMPLETE’.
28.10.1994 Repair ‘DOOR OPENING MECHANISM’.
28.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1994 Repair ‘WHEEL SET’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1996 Repair ‘WHEEL SET’.
24.07.1996 Repair ‘BRAKE BLOCK RB95’.
20.09.1996 Repair ‘COUPLER COMPLETE’.
30.10.1996 Repair ‘BRANCH PIPE’.
03.04.1997 Repair ‘SIDE BEARER’.

HF 25

Details: wagon ‘HF 25 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
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Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 01.09.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 21.03.1997
Last Triple Valve: 22.07.1993
Last Single Car Test: 18.03.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘DOOR COMPLETE’.
09.08.1989 Repair ‘DISCHARGE DOOR’.
14.08.1989 Repair ‘DOOR COMPLETE’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘COUPLER COMPLETE’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘DISCHARGE DOOR’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘COUPLER COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1989 Repair ‘TOP CENTRE PLATE’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.01.1990 Repair ‘COUPLER COMPLETE’.
30.01.1990 Repair ‘DISCHARGE DOOR’.
30.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1990 Repair ‘SIDE SILL’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE COMPLETE’.
02.05.1990 Repair ‘CENTRE SILL’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
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02.05.1990 Repair ‘DISCHARGE DOOR’.
02.05.1990 Repair ‘DOOR OPENING MECHANISM’.
02.05.1990 Repair ‘END SILL’.
02.05.1990 Repair ‘SIDE SILL’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘DOOR OPENING MECHANISM’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘COUPLER COMPLETE’.
30.05.1990 Repair ‘END BRAKE COCK’.
30.05.1990 Repair ‘END SHEETING’.
30.05.1990 Repair ‘LASHING POINT’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘DISCHARGE DOOR’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘LASHING POINT’.
29.06.1990 Repair ‘WHEEL SET’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘EMPTY LOAD VALVE’.
24.08.1990 Repair ‘NYLON HOSE’.
24.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRAKE CONTROL PIPE’.
21.09.1990 Repair ‘BRANCH PIPE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘COUPLER COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘DISCHARGE DOOR’.
17.12.1990 Repair ‘DOOR OPENING MECHANISM’.
17.12.1990 Repair ‘SIDE MEMBER’.
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11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘LADDER’.
05.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘DOOR OPENING MECHANISM’.
21.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘DISCHARGE DOOR’.
27.08.1991 Repair ‘END BRAKE COCK’.
27.08.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘DISCHARGE DOOR’.
03.04.1992 Repair ‘DOOR OPENING MECHANISM’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
21.05.1992 Repair ‘DOOR OPENING MECHANISM’.
21.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘COUPLER COMPLETE’.
21.07.1992 Repair ‘DISCHARGE DOOR’.
21.07.1992 Repair ‘DOOR OPENING MECHANISM’.
21.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE COMPLETE’.
02.10.1992 Repair ‘BRAKE BLOCK RB95’.
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02.10.1992 Repair ‘COUPLER COMPLETE’.
02.10.1992 Repair ‘DISCHARGE DOOR’.
02.10.1992 Repair ‘DOOR OPENING MECHANISM’.
02.10.1992 Repair ‘END BRAKE COCK’.
02.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Repair ‘WHEEL SET’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘BRAKE LEVER’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘DISCHARGE DOOR’.
20.11.1992 Repair ‘DOOR OPENING MECHANISM’.
20.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1992 Repair ‘SIDE BEARER’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.11.1992 Repair ‘BRAKE PIN’.
30.11.1992 Repair ‘BRAKE PULL ROD’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘DISCHARGE DOOR’.
30.11.1992 Repair ‘DOOR OPENING MECHANISM’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BRAKE BLOCK RB95’.
15.01.1993 Repair ‘COUPLER COMPLETE’.
15.01.1993 Repair ‘DISCHARGE DOOR’.
15.01.1993 Repair ‘DOOR OPENING MECHANISM’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘EMPTY LOAD VALVE’.
08.02.1993 Repair ‘END FRAME MEMBER’.
08.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.04.1993 Repair ‘BRAKE PULL ROD’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘GRADE CONTROL VALVE’.
05.04.1993 Repair ‘LADDER’.
05.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘END SHEETING’.
15.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1993 Repair ‘SIDE MEMBER’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE CONTROL PIPE’.
22.07.1993 Repair ‘BRANCH PIPE’.
22.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.07.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘DISCHARGE DOOR’.
07.09.1993 Repair ‘DOOR OPENING MECHANISM’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Repair ‘BOGIE COMPLETE’.
22.03.1994 Repair ‘BRAKE BLOCK RB95’.
22.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
22.03.1994 Repair ‘COUPLER COMPLETE’.
22.03.1994 Repair ‘DISCHARGE DOOR’.
22.03.1994 Repair ‘DOOR OPENING MECHANISM’.
22.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1994 Repair ‘WHEEL SET’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE PIN’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
07.04.1994 Repair ‘END BRAKE COCK’.
07.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1995 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1995 Repair ‘BOGIE COMPLETE’.
20.12.1995 Repair ‘DISCHARGE DOOR’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1996 Repair ‘BRAKE BLOCK RB95’.
17.07.1996 Repair ‘BRAKE BLOCK RB95’.
24.07.1996 Repair ‘EMPTY LOAD VALVE’.
21.03.1997 Repair ‘BRAKE PULL ROD’.
21.03.1997 Repair ‘EMPTY LOAD VALVE’.
21.03.1997 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

6844



2.317. Wagon classification starting with ‘HF’

HF 26

Details: wagon ‘HF 26 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 05.09.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF
Return to Service Date: 01.08.1996
Last Triple Valve: 25.05.1989
Last Single Car Test: 31.05.1996
Last Lift: 04.10.1982

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE SIDEFRAME’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRAKE LEVER’.
25.07.1989 Repair ‘BRAKE PULL ROD’.
25.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘DOOR LOCK MECHANISM’.
25.07.1989 Repair ‘DOOR OPENING MECHANISM’.
25.07.1989 Repair ‘DOOR SLIDE RAIL’.
25.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1989 Repair ‘WHEEL SET’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘DISCHARGE DOOR’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
14.09.1989 Repair ‘COUPLER COMPLETE’.
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14.09.1989 Repair ‘DISCHARGE DOOR’.
14.09.1989 Repair ‘ROOF SHEET’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘HANDBRAKE HANDLE’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘SIDE STEP’.
01.11.1989 Repair ‘TRAIN PIPE (END)’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘COUPLER COMPLETE’.
22.06.1990 Repair ‘DISCHARGE DOOR’.
22.06.1990 Repair ‘END SILL’.
22.06.1990 Repair ‘SIDE SILL’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘BRAKE BLOCK RB95’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE COMPLETE’.
05.02.1991 Repair ‘COUPLER COMPLETE’.
05.02.1991 Repair ‘DISCHARGE DOOR’.
05.02.1991 Repair ‘DOOR OPENING MECHANISM’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘COUPLER COMPLETE’.
12.03.1991 Repair ‘DOOR OPENING MECHANISM’.
12.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1991 Repair ‘HANDBRAKE HANDLE’.
12.03.1991 Repair ‘TOP CENTRE PLATE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
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04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘DISCHARGE DOOR’.
04.06.1991 Repair ‘DOOR OPENING MECHANISM’.
04.06.1991 Repair ‘SIDE BEARER’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
02.08.1991 Repair ‘TOP CENTRE PLATE’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘DOOR OPENING MECHANISM’.
05.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DISCHARGE DOOR’.
22.04.1992 Repair ‘DOOR OPENING MECHANISM’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
01.07.1992 Repair ‘DISCHARGE DOOR’.
01.07.1992 Repair ‘DOOR OPENING MECHANISM’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1992 Repair ‘BRAKE BLOCK RB95’.
24.09.1992 Repair ‘DISCHARGE DOOR’.
24.09.1992 Repair ‘DOOR OPENING MECHANISM’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘BRANCH PIPE’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘COUPLER COMPLETE’.
17.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1993 Repair ‘SIDE STEP’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘COUPLER COMPLETE’.
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08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘DISCHARGE DOOR’.
08.06.1993 Repair ‘DOOR OPENING MECHANISM’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘BRAKE PULL ROD’.
25.08.1993 Repair ‘COUPLER COMPLETE’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘DISCHARGE DOOR’.
25.08.1993 Repair ‘DOOR OPENING MECHANISM’.
25.08.1993 Repair ‘TOP CENTRE PLATE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
09.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1994 Repair ‘BOGIE COMPLETE’.
09.06.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
09.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘BRAKE PULL ROD’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DISCHARGE DOOR’.
15.06.1994 Repair ‘DOOR OPENING MECHANISM’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘BRAKE PIN’.
05.08.1994 Repair ‘COUPLER COMPLETE’.
05.08.1994 Repair ‘END BRAKE COCK’.
05.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1994 Repair ‘WHEEL SET’.
18.09.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1995 Repair ‘BRAKE FULCRUM BRACKET’.
28.05.1996 Repair ‘DOOR OPENING MECHANISM’.
31.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1996 Repair ‘DISCHARGE DOOR’.
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HF 27

Details: wagon ‘HF 27 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 15.09.1975
Operating System: AN
Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF NC
Return to Service Date: 03.04.1997
Last Single Car Test: 18.04.1995
Last Lift: 12.08.1987

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘DISCHARGE DOOR’.
09.08.1989 Repair ‘DISCHARGE DOOR’.
14.08.1989 Repair ‘DOOR COMPLETE’.
22.08.1989 Repair ‘DOOR COMPLETE’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘COUPLER COMPLETE’.
30.08.1989 Repair ‘DISCHARGE DOOR’.
30.08.1989 Repair ‘HANDBRAKE HANDLE’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘COUPLER COMPLETE’.
03.10.1989 Repair ‘DISCHARGE DOOR’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘DISCHARGE DOOR’.
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08.03.1990 Repair ‘DOOR OPENING MECHANISM’.
08.03.1990 Repair ‘END BRAKE COCK’.
08.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1990 Repair ‘SIDE SILL’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE COMPLETE’.
21.05.1990 Repair ‘COUPLER COMPLETE’.
21.05.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘DOOR OPENING MECHANISM’.
11.01.1991 Repair ‘SIDE SILL’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘BRAKE CONTROL PIPE’.
30.01.1991 Repair ‘BRAKE PULL ROD’.
30.01.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘DISCHARGE DOOR’.
05.03.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR LOCK MECHANISM’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘DISCHARGE DOOR’.
15.04.1991 Repair ‘DOOR OPENING MECHANISM’.
15.04.1991 Repair ‘END SILL’.
15.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘BRAKE CONTROL PIPE’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘DOOR OPENING MECHANISM’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.09.1991 Repair ‘END BRAKE COCK’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘DISCHARGE DOOR’.
26.05.1992 Repair ‘DOOR OPENING MECHANISM’.
26.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘BRAKE BLOCK RB95’.
09.07.1992 Repair ‘COUPLER COMPLETE’.
09.07.1992 Repair ‘DISCHARGE DOOR’.
09.07.1992 Repair ‘DOOR OPENING MECHANISM’.
09.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE LEVER’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘END SHEETING’.
26.11.1992 Repair ‘RELAY VALVE’.
13.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1995 Repair ‘END BRAKE COCK’.
29.06.1995 Repair ‘DISCHARGE DOOR’.
17.10.1995 Repair ‘BRANCH PIPE’.
03.07.1996 Repair ‘BOGIE COMPLETE’.
04.09.1996 Repair ‘DOOR OPENING MECHANISM’.
03.04.1997 Repair ‘TOP CENTRE PLATE’.

HF 28

Details: wagon ‘HF 28 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 13.10.1975
Operating System: AN
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Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF
Return to Service Date: 05.08.1996
Due Triple Valve: 13.03.1990
Last Triple Valve: 21.09.1990
Last Single Car Test: 07.08.1996
Last Lift: 17.07.1987

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRANCH PIPE’.
09.08.1989 Repair ‘COUPLER COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘COUPLER COMPLETE’.
02.09.1989 Repair ‘DISCHARGE DOOR’.
02.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1989 Repair ‘COUPLER COMPLETE’.
10.10.1989 Repair ‘END FRAME MEMBER’.
10.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1989 Repair ‘RELAY VALVE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
29.11.1989 Repair ‘DISCHARGE DOOR’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘WHEEL SET’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘DISCHARGE DOOR’.
15.02.1990 Repair ‘SIDE MEMBER’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
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08.05.1990 Repair ‘BRAKE PIN’.
08.05.1990 Repair ‘COUPLER COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE ADAPTER’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DISCHARGE DOOR’.
17.10.1990 Repair ‘DOOR OPENING MECHANISM’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘DISCHARGE DOOR’.
13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1991 Repair ‘SIDE SILL’.
13.03.1991 Repair ‘TOP CENTRE PLATE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘DISCHARGE DOOR’.
15.04.1991 Repair ‘DOOR OPENING MECHANISM’.
15.04.1991 Repair ‘TOP CENTRE PLATE’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘DISCHARGE DOOR’.
03.09.1991 Repair ‘DOOR OPENING MECHANISM’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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03.09.1991 Repair ‘SIDE SILL’.
03.09.1991 Repair ‘WHEEL SET’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘DISCHARGE DOOR’.
20.08.1992 Repair ‘DOOR OPENING MECHANISM’.
20.08.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE COMPLETE’.
08.01.1993 Repair ‘BRAKE BLOCK RB95’.
08.01.1993 Repair ‘COUPLER COMPLETE’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1993 Repair ‘SIDE MEMBER’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘COUPLER COMPLETE’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘END BRAKE COCK’.
03.09.1993 Repair ‘TOP CENTRE PLATE’.
03.09.1993 Repair ‘WHEEL SET’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DISCHARGE DOOR’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1994 Repair ‘BOGIE COMPLETE’.
17.10.1994 Repair ‘COUPLER COMPLETE’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘BRAKE BLOCK RB95’.
19.01.1995 Repair ‘DISCHARGE DOOR’.
19.01.1995 Repair ‘DOOR OPENING MECHANISM’.
19.01.1995 Repair ‘EMPTY LOAD VALVE’.
19.01.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1995 Repair ‘SIDE STEP’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1995 Repair ‘BOGIE SPRING’.
16.10.1995 Repair ‘WHEEL SET’.
10.11.1995 Repair ‘BRANCH PIPE’.
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12.12.1995 Repair ‘BRAKE LEVER’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1996 Repair ‘DOOR OPENING MECHANISM’.
31.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1996 Repair ‘BOGIE COMPLETE’.
11.06.1996 Repair ‘DOOR OPENING MECHANISM’.
31.07.1996 Repair ‘BRAKE PIN’.
31.07.1996 Repair ‘BRAKE PULL ROD’.
05.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HF 29

Details: wagon ‘HF 29 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 06.04.1976
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 21.03.1997
Last Brake Cylinder: 02.09.1989
Last Single Car Test: 25.03.1997

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘BRANCH PIPE’.
01.09.1989 Repair ‘COUPLER COMPLETE’.
01.09.1989 Repair ‘DISCHARGE DOOR’.
01.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
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20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘BRANCH PIPE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘DISCHARGE DOOR’.
02.10.1990 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.06.1991 Repair ‘DOOR OPENING MECHANISM’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘SIDE BEARER’.
05.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1991 Repair ‘VEHICLE RETARE’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DISCHARGE DOOR’.
26.11.1991 Repair ‘DOOR OPENING MECHANISM’.
26.11.1991 Repair ‘WHEEL SET’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘BRAKE BLOCK RB95’.
09.07.1992 Repair ‘COUPLER COMPLETE’.
09.07.1992 Repair ‘DISCHARGE DOOR’.
09.07.1992 Repair ‘DOOR OPENING MECHANISM’.
09.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘BRAKE BLOCK RB95’.
23.07.1992 Repair ‘BRAKE PIN’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘DISCHARGE DOOR’.
23.07.1992 Repair ‘DOOR OPENING MECHANISM’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘BRANCH PIPE’.
25.06.1993 Repair ‘DISCHARGE DOOR’.
25.06.1993 Repair ‘DOOR OPENING MECHANISM’.
25.06.1993 Repair ‘END BRAKE COCK’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
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24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE COMPLETE’.
24.07.1993 Repair ‘BRANCH PIPE’.
24.07.1993 Repair ‘COUPLER COMPLETE’.
24.07.1993 Repair ‘COUPLER KNUCKLE’.
24.07.1993 Repair ‘END BRAKE COCK’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘TOP CENTRE PLATE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘DISCHARGE DOOR’.
07.01.1994 Repair ‘DOOR OPENING MECHANISM’.
07.01.1994 Repair ‘EMPTY LOAD VALVE’.
07.01.1994 Repair ‘TOP CENTRE PLATE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘BRAKE PULL ROD’.
11.11.1994 Repair ‘DISCHARGE DOOR’.
11.11.1994 Repair ‘DOOR OPENING MECHANISM’.
11.11.1994 Repair ‘END BRAKE COCK’.
11.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1995 Repair ‘BRAKE PULL ROD’.
09.01.1995 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1995 Repair ‘BRANCH PIPE’.
09.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1995 Repair ‘TOP CENTRE PLATE’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1996 Repair ‘BOGIE COMPLETE’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1996 Repair ‘EMPTY LOAD VALVE’.
21.03.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HF 30

Details: wagon ‘HF 30 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
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Diagram Book Page No.: T W92
Date Built: 08.04.1976
Operating System: AN
Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 21.03.1997
Last Single Car Test: 20.04.1995

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘DISCHARGE DOOR’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘DISCHARGE DOOR’.
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘DISCHARGE DOOR’.
18.08.1989 Repair ‘END BRAKE COCK’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘COUPLER COMPLETE’.
01.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘BRANCH PIPE’.
20.09.1989 Repair ‘COUPLER COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘DISCHARGE DOOR’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘COUPLER COMPLETE’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘COUPLER COMPLETE’.
08.12.1989 Repair ‘DISCHARGE DOOR’.
08.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘COUPLER COMPLETE’.
03.04.1990 Repair ‘DISCHARGE DOOR’.
03.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BEARERS’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘BOGIE WEAR PLATES’.
10.05.1990 Repair ‘BRAKE BLOCK RB95’.
10.05.1990 Repair ‘BRAKE PULL ROD’.
10.05.1990 Repair ‘HOSE FITTINGS’.
10.05.1990 Repair ‘NYLON HOSE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘COUPLER COMPLETE’.
15.06.1990 Repair ‘DISCHARGE DOOR’.
15.06.1990 Repair ‘DOOR OPENING MECHANISM’.
15.06.1990 Repair ‘LASHING POINT’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘BRAKE CONTROL PIPE’.
24.09.1990 Repair ‘COUPLER COMPLETE’.
24.09.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘DOOR OPENING MECHANISM’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1991 Repair ‘VEHICLE RETARE’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘DOOR OPENING MECHANISM’.
24.05.1991 Repair ‘SIDE SILL’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARERS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘RELAY VALVE’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DISCHARGE DOOR’.
14.04.1992 Repair ‘DOOR OPENING MECHANISM’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘COUPLER COMPLETE’.
17.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘DISCHARGE DOOR’.
05.03.1993 Repair ‘DOOR OPENING MECHANISM’.
05.03.1993 Repair ‘LADDER’.
05.03.1993 Repair ‘LADDER’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE COMPLETE’.
19.05.1993 Repair ‘COUPLER COMPLETE’.
19.05.1993 Repair ‘DISCHARGE DOOR’.
19.05.1993 Repair ‘DOOR OPENING MECHANISM’.
19.05.1993 Repair ‘SIDE BEARER’.
19.05.1993 Repair ‘SIDE MEMBER’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘TOP CENTRE PLATE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1994 Repair ‘BOGIE COMPLETE’.
18.05.1994 Repair ‘BOGIE SPRING’.
18.05.1994 Repair ‘BRAKE BLOCK RB95’.
18.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
18.05.1994 Repair ‘EMPTY LOAD VALVE’.
18.05.1994 Repair ‘END BRAKE COCK’.
18.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1994 Repair ‘WHEEL SET’.
12.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1994 Repair ‘BOGIE COMPLETE’.
12.12.1994 Repair ‘BRAKE BLOCK RB95’.
12.12.1994 Repair ‘COUPLER COMPLETE’.
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12.12.1994 Repair ‘COUPLER KNUCKLE’.
12.12.1994 Repair ‘DISCHARGE DOOR’.
12.12.1994 Repair ‘DOOR OPENING MECHANISM’.
12.12.1994 Repair ‘TRAIN PIPE (END)’.
12.12.1994 Repair ‘WHEEL SET’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1995 Repair ‘BRAKE BLOCK RB95’.
18.10.1996 Repair ‘WHEEL SET’.
21.03.1997 Repair ‘BRAKE PULL ROD’.

HF 31

Details: wagon ‘HF 31 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 12.05.1976
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 23.06.1995
Last Brake Cylinder: 10.12.1993
Last Single Car Test: 20.04.1995

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘END HOSE’.
02.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘DISCHARGE DOOR’.
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19.12.1989 Repair ‘ROOF COMPLETE’.
19.12.1989 Repair ‘TOP CENTRE PLATE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘DOOR HINGES AND PINS’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘BRAKE CONTROL PIPE’.
20.06.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRAKE BLOCK RB95’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘DOOR HINGES AND PINS’.
26.02.1991 Repair ‘DOOR LOCK MECHANISM’.
26.02.1991 Repair ‘DOOR OPENING MECHANISM’.
26.02.1991 Repair ‘END BRAKE COCK’.
26.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1991 Repair ‘HANDBRAKE HANDLE’.
26.02.1991 Repair ‘LADDER’.
26.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE RETARE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
03.04.1991 Repair ‘TOP CENTRE PLATE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘DISCHARGE DOOR’.
21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
21.08.1991 Repair ‘DOOR OPENING MECHANISM’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘DISCHARGE DOOR’.
24.10.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘DISCHARGE DOOR’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘BRAKE BLOCK RB95’.
16.11.1992 Repair ‘COUPLER COMPLETE’.
16.11.1992 Repair ‘DISCHARGE DOOR’.
16.11.1992 Repair ‘DOOR OPENING MECHANISM’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘DISCHARGE DOOR’.
14.04.1993 Repair ‘DOOR OPENING MECHANISM’.
14.04.1993 Repair ‘LADDER’.
14.04.1993 Repair ‘LADDER’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR OPENING MECHANISM’.
09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘TOP CENTRE PLATE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
17.01.1994 Repair ‘COUPLER COMPLETE’.
17.01.1994 Repair ‘DISCHARGE DOOR’.
17.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BOGIE COMPLETE’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘BRAKE LEVER’.
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25.03.1994 Repair ‘BRAKE PULL ROD’.
25.03.1994 Repair ‘COUPLER COMPLETE’.
25.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
25.03.1994 Repair ‘DOOR OPENING MECHANISM’.
25.03.1994 Repair ‘DOOR OPENING MECHANISM’.
25.03.1994 Repair ‘END BRAKE COCK’.
25.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1994 Repair ‘LADDER’.
25.03.1994 Repair ‘ROOF SHEET’.
25.03.1994 Repair ‘SIDE SHEET’.
25.03.1994 Repair ‘SIDE STEP’.
25.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘BRAKE BLOCK RB95’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DISCHARGE DOOR’.
31.05.1994 Repair ‘DOOR OPENING MECHANISM’.
15.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1994 Repair ‘BOGIE COMPLETE’.
15.12.1994 Repair ‘BRAKE LEVER’.
15.12.1994 Repair ‘COUPLER COMPLETE’.
15.12.1994 Repair ‘DISCHARGE DOOR’.
15.12.1994 Repair ‘DOOR OPENING MECHANISM’.
15.12.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1994 Repair ‘LADDER’.
15.12.1994 Repair ‘NYLON HOSE’.
19.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1995 Repair ‘BRANCH PIPE’.

HF 32

Details: wagon ‘HF 32 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 21.05.1976
Operating System: AN
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Intended Use: COAL
Remarks: EX QF;SUPER;TARPS FITTED
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 31.10.1996
Last Triple Valve: 29.07.1991
Last Single Car Test: 01.11.1996

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE COMPLETE’.
21.07.1989 Repair ‘COUPLER COMPLETE’.
21.07.1989 Repair ‘DISCHARGE DOOR’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘DISCHARGE DOOR’.
18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘BOGIE SPRING’.
30.09.1989 Repair ‘BOGIE SPRING’.
30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1989 Repair ‘ROOF SHEET’.
30.09.1989 Repair ‘ROOF SHEET’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.
11.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1989 Repair ‘COUPLER COMPLETE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘SIDE MEMBER’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘BRANCH PIPE’.
30.11.1989 Repair ‘COUPLER COMPLETE’.
30.11.1989 Repair ‘LASHING POINT’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE SPRING’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
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15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
08.03.1990 Repair ‘BRAKE PIN’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘DISCHARGE DOOR’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE COMPLETE’.
21.05.1990 Repair ‘COUPLER COMPLETE’.
21.05.1990 Repair ‘DISCHARGE DOOR’.
21.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘END SILL’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Repair ‘ROOF COMPLETE’.
10.07.1990 Repair ‘SIDE SILL’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE COMPLETE’.
15.11.1990 Repair ‘BRAKE PULL ROD’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.11.1990 Repair ‘DOOR OPENING MECHANISM’.
15.11.1990 Repair ‘END BRAKE COCK’.
15.11.1990 Repair ‘HANDBRAKE HANDLE’.
15.11.1990 Repair ‘TOP CENTRE PLATE’.
15.11.1990 Repair ‘TRAIN PIPE (END)’.
14.12.1990 Repair ‘VEHICLE RETARE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE CONTROL PIPE’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘DOOR OPENING MECHANISM’.
11.03.1991 Repair ‘TOP CENTRE PLATE’.
11.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DISCHARGE DOOR’.
12.04.1991 Repair ‘DOOR OPENING MECHANISM’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
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29.07.1991 Repair ‘BRANCH PIPE’.
29.07.1991 Repair ‘BRANCH PIPE’.
29.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘RELAY VALVE’.
29.07.1991 Repair ‘RELAY VALVE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
27.08.1991 Repair ‘DISCHARGE DOOR’.
27.08.1991 Repair ‘DOOR OPENING MECHANISM’.
27.08.1991 Repair ‘END SHEETING’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘DISCHARGE DOOR’.
01.04.1993 Repair ‘DOOR OPENING MECHANISM’.
01.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1993 Repair ‘HANDBRAKE HANDLE’.
01.04.1993 Repair ‘LADDER’.
01.04.1993 Repair ‘LADDER’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘END BRAKE COCK’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘DISCHARGE DOOR’.
30.07.1993 Repair ‘DOOR OPENING MECHANISM’.
30.07.1993 Repair ‘END BRAKE COCK’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘COUPLER COMPLETE’.
01.09.1993 Repair ‘DISCHARGE DOOR’.
01.09.1993 Repair ‘DOOR OPENING MECHANISM’.
01.09.1993 Repair ‘END BRAKE COCK’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
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24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘DISCHARGE DOOR’.
24.01.1994 Repair ‘DOOR OPENING MECHANISM’.
24.01.1994 Repair ‘SIDE MEMBER’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘COUPLER KNUCKLE’.
07.04.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
07.04.1994 Repair ‘END BRAKE COCK’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘BRAKE PULL ROD’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Repair ‘BOGIE COMPLETE’.
22.07.1994 Repair ‘BRAKE BLOCK RB95’.
22.07.1994 Repair ‘BRAKE PULL ROD’.
22.07.1994 Repair ‘COUPLER COMPLETE’.
19.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1995 Repair ‘WHEEL SET’.
22.11.1995 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.07.1996 Repair ‘BOGIE COMPLETE’.
30.10.1996 Repair ‘BRAKE CONTROL PIPE’.
31.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HF 33

Details: wagon ‘HF 33 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92
Date Built: 27.05.1976
Operating System: AN
Intended Use: COAL
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Remarks: EX QF
BSG Code: FTHE

Capacity of 47 tonnes

Fleet Grp Code: NF NC
Return to Service Date: 02.04.1997
Last Single Car Test: 20.01.1995

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘DISCHARGE DOOR’.
05.09.1989 Repair ‘SIDE BEARER’.
14.12.1989 Repair ‘DOOR OPENING MECHANISM’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘TOP CENTRE PLATE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘DOOR HINGES AND PINS’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘DISCHARGE DOOR’.
26.06.1990 Repair ‘SIDE STEP’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘BRANCH PIPE’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘COUPLER COMPLETE’.
03.10.1990 Repair ‘DISCHARGE DOOR’.
03.10.1990 Repair ‘DOOR OPENING MECHANISM’.
03.10.1990 Repair ‘HANDRAILS’.
03.10.1990 Repair ‘TOP CENTRE PLATE’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE COMPLETE’.
22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘COUPLER COMPLETE’.
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22.11.1990 Repair ‘COUPLER KNUCKLE’.
22.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.11.1990 Repair ‘HANDBRAKE HANDLE’.
22.11.1990 Repair ‘ROOF COMPLETE’.
22.11.1990 Repair ‘SIDE BEARER’.
22.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1990 Repair ‘VEHICLE RETARE’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘TOP CENTRE PLATE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘DOOR OPENING MECHANISM’.
22.05.1991 Repair ‘TOP CENTRE PLATE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE CONTROL PIPE’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DISCHARGE DOOR’.
30.09.1991 Repair ‘DOOR OPENING MECHANISM’.
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘CENTRE SILL’.
23.12.1992 Repair ‘COUPLER COMPLETE’.
23.12.1992 Repair ‘DISCHARGE DOOR’.
23.12.1992 Repair ‘END BRAKE COCK’.
23.12.1992 Repair ‘END HOSE’.
23.12.1992 Repair ‘SIDE SILL’.
23.12.1992 Repair ‘TRAIN PIPE’.
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘BRANCH PIPE’.
24.03.1993 Repair ‘COUPLER COMPLETE’.
24.03.1993 Repair ‘DISCHARGE DOOR’.
24.03.1993 Repair ‘DOOR OPENING MECHANISM’.
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
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05.05.1993 Repair ‘DOOR OPENING MECHANISM’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘BRAKE PIN’.
06.09.1993 Repair ‘DISCHARGE DOOR’.
06.09.1993 Repair ‘DOOR OPENING MECHANISM’.
06.09.1993 Repair ‘TOP CENTRE PLATE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘DISCHARGE DOOR’.
19.01.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1994 Repair ‘END BRAKE COCK’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘DISCHARGE DOOR’.
24.01.1994 Repair ‘DOOR HINGES AND PINS’.
24.01.1994 Repair ‘DOOR OPENING MECHANISM’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘BRAKE BLOCK RB95’.
31.05.1994 Repair ‘BRAKE PULL ROD’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DISCHARGE DOOR’.
31.05.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1995 Repair ‘BRAKE FULCRUM BRACKET’.
19.01.1995 Repair ‘DISCHARGE DOOR’.
19.01.1995 Repair ‘DOOR OPENING MECHANISM’.
19.01.1995 Repair ‘WHEEL SET’.
02.04.1997 Repair ‘COUPLER KNUCKLE’.
02.04.1997 Repair ‘TRAIN PIPE (END)’.

HF 34

Details: wagon ‘HF 34 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 01.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF NF
Return to Service Date: 21.03.1997
Last Single Car Test: 15.12.1995

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘COUPLER COMPLETE’.
16.08.1989 Repair ‘DISCHARGE DOOR’.
16.08.1989 Repair ‘DOOR OPENING MECHANISM’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘WEAR PLATES & SADDLES’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE COMPLETE’.
16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘COUPLER KNUCKLE’.
16.09.1989 Repair ‘DISCHARGE DOOR’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.02.1990 Repair ‘YOKE COMPLETE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘END HOSE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘DOOR OPENING MECHANISM’.
08.03.1991 Repair ‘VEHICLE RETARE’.
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03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
23.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘COUPLER COMPLETE’.
20.07.1992 Repair ‘DISCHARGE DOOR’.
20.07.1992 Repair ‘DOOR OPENING MECHANISM’.
20.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.11.1992 Repair ‘WEAR PLATES & SADDLES’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘BRAKE LEVER’.
24.06.1993 Repair ‘BRAKE PIN’.
24.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘COUPLER COMPLETE’.
30.06.1993 Repair ‘DISCHARGE DOOR’.
30.06.1993 Repair ‘DOOR OPENING MECHANISM’.
30.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘DISCHARGE DOOR’.
07.09.1993 Repair ‘DOOR OPENING MECHANISM’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
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05.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1994 Repair ‘BOGIE COMPLETE’.
05.12.1994 Repair ‘BRAKE BLOCK RB95’.
05.12.1994 Repair ‘COUPLER COMPLETE’.
05.12.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1994 Repair ‘WHEEL SET’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1995 Repair ‘COUPLER COMPLETE’.
27.07.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
12.10.1995 Repair ‘WHEEL SET’.
14.12.1995 Repair ‘BRANCH PIPE’.
15.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1997 Repair ‘BRAKE PULL ROD’.

HF 35

Details: wagon ‘HF 35 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 08.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 15.04.1997
Last Single Car Test: 18.03.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘COUPLER COMPLETE’.
02.09.1989 Repair ‘DISCHARGE DOOR’.
02.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1989 Repair ‘WHEEL SET’.
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘COUPLER COMPLETE’.
06.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1990 Repair ‘WEAR PLATES & SADDLES’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘COUPLER COMPLETE’.
24.09.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘DOOR OPENING MECHANISM’.
24.09.1990 Repair ‘WEAR PLATES & SADDLES’.
14.12.1990 Repair ‘VEHICLE RETARE’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘BRAKE BLOCK RB95’.
28.03.1991 Repair ‘BRAKE PULL ROD’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1991 Repair ‘HANDBRAKE HANDLE’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BRAKE BLOCK RB95’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘DISCHARGE DOOR’.
06.02.1993 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘SIDE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1994 Repair ‘DISCHARGE DOOR’.
07.01.1994 Repair ‘DOOR OPENING MECHANISM’.
07.01.1994 Repair ‘TOP CENTRE PLATE’.
07.01.1994 Repair ‘WEAR PLATES & SADDLES’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘COUPLER COMPLETE’.
15.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1996 Repair ‘BRAKE BLOCK RB95’.
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24.07.1996 Repair ‘BRAKE BLOCK RB95’.
04.04.1997 Repair ‘EMPTY LOAD VALVE’.
15.04.1997 Repair ‘TOP CENTRE PLATE’.
15.04.1997 Repair ‘WHEEL SET’.

HF 36

Details: wagon ‘HF 36 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 08.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF
Return to Service Date: 21.03.1997
Last Single Car Test: 07.08.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1989 Repair ‘WHEEL SET’.
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘END FRAME MEMBER’.
23.10.1989 Repair ‘LADDER’.
23.10.1989 Repair ‘SIDE SILL’.
23.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE COMPLETE’.
08.01.1990 Repair ‘COUPLER COMPLETE’.
08.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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08.01.1990 Repair ‘END SILL’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘DISCHARGE DOOR’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘SIDE SILL’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BODY COMPLETE’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE PIN’.
13.05.1991 Repair ‘DISCHARGE DOOR’.
13.05.1991 Repair ‘DOOR OPENING MECHANISM’.
13.05.1991 Repair ‘SIDE BEARER’.
13.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Repair ‘VEHICLE RETARE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘SIDE SILL’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘COUPLER COMPLETE’.
18.09.1991 Repair ‘DISCHARGE DOOR’.
18.09.1991 Repair ‘DOOR OPENING MECHANISM’.
18.09.1991 Repair ‘ROOF SHEET’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
23.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1992 Repair ‘DISCHARGE DOOR’.
24.09.1992 Repair ‘DOOR OPENING MECHANISM’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DISCHARGE DOOR’.
05.11.1992 Repair ‘DOOR OPENING MECHANISM’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

6877



2. TIMS GROUP INFORMATION - WAGONS

16.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.12.1992 Repair ‘COUPLER COMPLETE’.
16.12.1992 Repair ‘DISCHARGE DOOR’.
16.12.1992 Repair ‘DOOR OPENING MECHANISM’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘COUPLER COMPLETE’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘WEAR PLATES & SADDLES’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘DOOR OPENING MECHANISM’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘BRAKE BLOCK RB95’.
14.03.1994 Repair ‘COUPLER COMPLETE’.
14.03.1994 Repair ‘DISCHARGE DOOR’.
14.03.1994 Repair ‘DOOR OPENING MECHANISM’.
14.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1994 Repair ‘WHEEL SET’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DISCHARGE DOOR’.
26.05.1994 Repair ‘DOOR OPENING MECHANISM’.
26.05.1994 Repair ‘DOOR OPENING MECHANISM’.
29.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1994 Repair ‘BOGIE COMPLETE’.
29.09.1994 Repair ‘BRAKE BLOCK RB95’.
29.09.1994 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1994 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1994 Repair ‘COUPLER COMPLETE’.
29.09.1994 Repair ‘DISCHARGE DOOR’.
29.09.1994 Repair ‘DOOR OPENING MECHANISM’.
29.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1994 Repair ‘BOGIE COMPLETE’.
20.10.1994 Repair ‘BRAKE BLOCK RB95’.
20.10.1994 Repair ‘COUPLER COMPLETE’.
20.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1994 Repair ‘WHEEL SET’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1996 Repair ‘DOOR OPENING MECHANISM’.
31.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1996 Repair ‘DOOR OPENING MECHANISM’.
24.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1996 Repair ‘WHEEL SET’.
05.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1996 Repair ‘BOGIE ADAPTER’.
27.11.1996 Repair ‘BRAKE LEVER’.
27.11.1996 Repair ‘BRAKE PULL ROD’.
21.03.1997 Repair ‘COUPLER KNUCKLE’.

HF 37

Details: wagon ‘HF 37 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 01.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 03.04.1997
Last Single Car Test: 20.04.1995

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
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04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘COUPLER COMPLETE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
04.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘SIDE BEARER’.
14.12.1990 Repair ‘VEHICLE RETARE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘DOOR OPENING MECHANISM’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘SIDE SILL’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘END SILL’.
04.04.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE LEVER’.
01.05.1991 Repair ‘BRAKE PIN’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘BRAKE PIN’.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘DOOR OPENING MECHANISM’.
21.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘DISCHARGE DOOR’.
13.02.1992 Repair ‘DOOR OPENING MECHANISM’.
13.02.1992 Repair ‘HANDBRAKE HANDLE’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
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09.07.1992 Repair ‘BRAKE BLOCK RB95’.
09.07.1992 Repair ‘COUPLER COMPLETE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘DISCHARGE DOOR’.
09.07.1992 Repair ‘DOOR OPENING MECHANISM’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘DISCHARGE DOOR’.
28.09.1992 Repair ‘DOOR OPENING MECHANISM’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘ROOF COMPLETE’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1993 Repair ‘DOOR LOCK MECHANISM’.
10.02.1993 Repair ‘END BRAKE COCK’.
10.02.1993 Repair ‘END HOSE’.
10.02.1993 Repair ‘HOSE FITTINGS’.
10.02.1993 Repair ‘LADDER’.
10.02.1993 Repair ‘ROOF COMPLETE’.
10.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE COMPLETE’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘DISCHARGE DOOR’.
17.05.1993 Repair ‘DOOR OPENING MECHANISM’.
17.05.1993 Repair ‘GRADE CONTROL VALVE’.
17.05.1993 Repair ‘HOSE FITTINGS’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘DISCHARGE DOOR’.
08.09.1993 Repair ‘DOOR OPENING MECHANISM’.
08.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1993 Repair ‘VEHICLE STENCILS’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
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17.01.1994 Repair ‘COUPLER COMPLETE’.
17.01.1994 Repair ‘DISCHARGE DOOR’.
17.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE BOLSTER’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BOGIE SPRING’.
03.05.1994 Repair ‘BRAKE BLOCK RB95’.
03.05.1994 Repair ‘BRAKE LEVER’.
03.05.1994 Repair ‘BRAKE PULL ROD’.
03.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
03.05.1994 Repair ‘CARD OR CLIP HOLDER’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.05.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.05.1994 Repair ‘DISCHARGE DOOR’.
03.05.1994 Repair ‘DISCHARGE DOOR’.
03.05.1994 Repair ‘DOOR HINGES AND PINS’.
03.05.1994 Repair ‘DOOR OPENING MECHANISM’.
03.05.1994 Repair ‘DOOR OPENING MECHANISM’.
03.05.1994 Repair ‘EMPTY LOAD VALVE’.
03.05.1994 Repair ‘END BRAKE COCK’.
03.05.1994 Repair ‘END SHEETING’.
03.05.1994 Repair ‘FLOOR SHEETING’.
03.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1994 Repair ‘HANDBRAKE HANDLE’.
03.05.1994 Repair ‘LADDER’.
03.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1994 Repair ‘ROOF COMPLETE’.
03.05.1994 Repair ‘SIDE SHEET’.
03.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1994 Repair ‘WEAR PLATES & SADDLES’.
29.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1994 Repair ‘BOGIE COMPLETE’.
29.11.1994 Repair ‘BRAKE PIN’.
29.11.1994 Repair ‘COUPLER COMPLETE’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1995 Repair ‘BRAKE PULL ROD’.
31.05.1995 Repair ‘WHEEL SET’.
02.08.1995 Repair ‘CENTRE SILL’.
02.04.1996 Repair ‘DOOR OPENING MECHANISM’.
20.09.1996 Repair ‘ROOF COMPLETE’.
20.09.1996 Repair ‘SIDE SILL’.
03.04.1997 Repair ‘BOGIE ADAPTER’.

HF 38

Details: wagon ‘HF 38 B’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 01.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: NF
Return to Service Date: 18.07.1996
Last Single Car Test: 20.04.1995

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘BRANCH PIPE’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘END BRAKE COCK’.
02.09.1989 Repair ‘HANDBRAKE HANDLE’.
02.09.1989 Repair ‘LADDER’.
02.09.1989 Repair ‘RELAY VALVE’.
02.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘BRANCH PIPE’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
06.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.06.1990 Repair ‘SIDE BEARER’.
06.06.1990 Repair ‘YOKE COLLAR’.
06.06.1990 Repair ‘YOKE COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘DISCHARGE DOOR’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.10.1990 Repair ‘BOGIE COMPLETE’.
11.10.1990 Repair ‘BRANCH PIPE’.
11.10.1990 Repair ‘COUPLER COMPLETE’.
11.10.1990 Repair ‘DISCHARGE DOOR’.
11.10.1990 Repair ‘DOOR OPENING MECHANISM’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE COMPLETE’.
08.01.1991 Repair ‘BRAKE CONTROL PIPE’.
08.01.1991 Repair ‘BRAKE LEVER’.
08.01.1991 Repair ‘BRANCH PIPE’.
08.01.1991 Repair ‘DISCHARGE DOOR’.
08.01.1991 Repair ‘DOOR OPENING MECHANISM’.
08.01.1991 Repair ‘END COMPLETE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘DOOR HINGES AND PINS’.
22.01.1991 Repair ‘VEHICLE STENCILS’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘BRANCH PIPE’.
20.02.1991 Repair ‘COUPLER COMPLETE’.
20.02.1991 Repair ‘ROOF SHEET’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘BRAKE PIN’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRANCH PIPE’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘DOOR OPENING MECHANISM’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘BRANCH PIPE’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘DISCHARGE DOOR’.
06.12.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
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14.02.1992 Repair ‘DISCHARGE DOOR’.
14.02.1992 Repair ‘DOOR OPENING MECHANISM’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE COMPLETE’.
18.06.1992 Repair ‘COUPLER COMPLETE’.
18.06.1992 Repair ‘DISCHARGE DOOR’.
18.06.1992 Repair ‘DOOR OPENING MECHANISM’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE COMPLETE’.
17.12.1992 Repair ‘BRANCH PIPE’.
17.12.1992 Repair ‘COUPLER COMPLETE’.
17.12.1992 Repair ‘DISCHARGE DOOR’.
17.12.1992 Repair ‘DOOR OPENING MECHANISM’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘BRAKE LEVER’.
28.01.1993 Repair ‘COUPLER COMPLETE’.
28.01.1993 Repair ‘DISCHARGE DOOR’.
28.01.1993 Repair ‘DOOR OPENING MECHANISM’.
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘COUPLER COMPLETE’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘DISCHARGE DOOR’.
24.03.1993 Repair ‘DOOR OPENING MECHANISM’.
24.03.1993 Repair ‘LADDER’.
24.03.1993 Repair ‘LADDER’.
24.03.1993 Repair ‘SIDE MEMBER’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘BOGIE COMPLETE’.
12.10.1994 Repair ‘BRANCH PIPE’.
12.10.1994 Repair ‘COUPLER COMPLETE’.
13.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1996 Repair ‘BOGIE COMPLETE’.

HF 39

Details: wagon ‘HF 39 K’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 31.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 19.09.1996
Last Single Car Test: 09.02.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘COUPLER COMPLETE’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘WHEEL SET’.
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘COUPLER COMPLETE’.
04.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1990 Repair ‘SIDE SILL’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘DOOR LOCK MECHANISM’.
05.09.1990 Repair ‘DISCHARGE DOOR’.
05.09.1990 Repair ‘DOOR OPENING MECHANISM’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
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16.10.1990 Repair ‘DISCHARGE DOOR’.
16.10.1990 Repair ‘DOOR OPENING MECHANISM’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BOGIE SPRING’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘DOOR OPENING MECHANISM’.
11.01.1991 Repair ‘LADDER’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘DISCHARGE DOOR’.
24.09.1991 Repair ‘DOOR OPENING MECHANISM’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1992 Repair ‘BOGIE COMPLETE’.
03.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1992 Repair ‘COUPLER COMPLETE’.
03.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE COMPLETE’.
02.10.1992 Repair ‘COUPLER COMPLETE’.
02.10.1992 Repair ‘DISCHARGE DOOR’.
02.10.1992 Repair ‘DOOR OPENING MECHANISM’.
02.10.1992 Repair ‘HANDBRAKE HANDLE’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER COMPLETE’.
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06.02.1993 Repair ‘DISCHARGE DOOR’.
06.02.1993 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘SIDE COMPLETE’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1994 Repair ‘SIDE STEP’.
06.01.1994 Repair ‘TOP CENTRE PLATE’.
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BOGIE COMPLETE’.
28.03.1994 Repair ‘COUPLER COMPLETE’.
28.03.1994 Repair ‘DISCHARGE DOOR’.
28.03.1994 Repair ‘DOOR OPENING MECHANISM’.
28.03.1994 Repair ‘DOOR OPENING MECHANISM’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BOGIE COMPLETE’.
04.08.1994 Repair ‘BRAKE BLOCK RB95’.
04.08.1994 Repair ‘COUPLER COMPLETE’.
04.08.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1994 Repair ‘END BRAKE COCK’.
24.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1994 Repair ‘BOGIE COMPLETE’.
24.08.1994 Repair ‘BRAKE BLOCK RB95’.
24.08.1994 Repair ‘COUPLER COMPLETE’.
24.08.1994 Repair ‘COUPLER KNUCKLE’.
24.08.1994 Repair ‘DISCHARGE DOOR’.
24.08.1994 Repair ‘DOOR HINGES AND PINS’.
24.08.1994 Repair ‘DOOR OPENING MECHANISM’.
24.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1994 Repair ‘BOGIE COMPLETE’.
19.12.1994 Repair ‘BRAKE BLOCK RB95’.
19.12.1994 Repair ‘BRAKE PIN’.
19.12.1994 Repair ‘BRAKE PULL ROD’.
19.12.1994 Repair ‘COUPLER COMPLETE’.
19.12.1994 Repair ‘DISCHARGE DOOR’.
19.12.1994 Repair ‘DOOR OPENING MECHANISM’.
19.12.1994 Repair ‘DOOR OPENING MECHANISM’.
19.12.1994 Repair ‘GRADE CONTROL VALVE’.
19.12.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1994 Repair ‘SIDE BEARER’.
19.12.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1994 Repair ‘WHEEL SET’.
19.12.1994 Repair ‘YOKE CARRIER’.
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29.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1996 Repair ‘ROOF COMPLETE’.

HF 40

Details: wagon ‘HF 40 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 31.05.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 16.04.1997
Last Triple Valve: 20.09.1988
Last Single Car Test: 26.10.1994
Last Lift: 31.05.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE COMPLETE’.
19.06.1990 Repair ‘COUPLER COMPLETE’.
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19.06.1990 Repair ‘DISCHARGE DOOR’.
19.06.1990 Repair ‘END HOSE’.
19.06.1990 Repair ‘SIDE SILL’.
19.06.1990 Repair ‘TRAIN PIPE (END)’.
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Repair ‘BRAKE CONTROL PIPE’.
04.07.1990 Repair ‘BRANCH PIPE’.
04.07.1990 Repair ‘COUPLER COMPLETE’.
04.07.1990 Repair ‘EMPTY LOAD VALVE’.
04.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘BRANCH PIPE’.
18.07.1990 Repair ‘COUPLER COMPLETE’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘SIDE BEARER’.
18.07.1990 Repair ‘WHEEL SET’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE COMPLETE’.
31.01.1991 Repair ‘BRAKE PULL ROD’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.01.1991 Repair ‘DOOR OPENING MECHANISM’.
31.01.1991 Repair ‘DOOR SLIDE RAIL’.
31.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1991 Repair ‘LADDER’.
31.01.1991 Repair ‘SIDE BEARER’.
31.01.1991 Repair ‘TRAIN PIPE (END)’.
31.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1991 Repair ‘VEHICLE RETARE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘HANDBRAKE HANDLE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘DISCHARGE DOOR’.
15.08.1991 Repair ‘DOOR OPENING MECHANISM’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.09.1991 Repair ‘DISCHARGE DOOR’.
17.09.1991 Repair ‘DOOR OPENING MECHANISM’.
17.09.1991 Repair ‘SIDE STEP’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE ADAPTER’.
14.10.1991 Repair ‘BOGIE COMPLETE’.
14.10.1991 Repair ‘BRAKE BLOCK RB95’.
14.10.1991 Repair ‘COUPLER COMPLETE’.
14.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1991 Repair ‘DISCHARGE DOOR’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘DISCHARGE DOOR’.
09.12.1991 Repair ‘DOOR HANDLES’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘BRAKE BLOCK RB95’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘DISCHARGE DOOR’.
24.04.1992 Repair ‘DOOR OPENING MECHANISM’.
24.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE COMPLETE’.
11.01.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1993 Repair ‘COUPLER COMPLETE’.
11.01.1993 Repair ‘DISCHARGE DOOR’.
11.01.1993 Repair ‘DOOR OPENING MECHANISM’.
11.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘LADDER’.
08.02.1993 Repair ‘LADDER’.
08.02.1993 Repair ‘SIDE MEMBER’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
29.07.1993 Repair ‘END BRAKE COCK’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘COUPLER COMPLETE’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘DISCHARGE DOOR’.
14.09.1993 Repair ‘DOOR OPENING MECHANISM’.
14.09.1993 Repair ‘DOOR OPENING MECHANISM’.
14.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘BRAKE PIN’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘DISCHARGE DOOR’.
24.01.1994 Repair ‘DOOR OPENING MECHANISM’.
24.01.1994 Repair ‘LADDER’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘DISCHARGE DOOR’.
09.04.1994 Repair ‘DOOR OPENING MECHANISM’.
09.04.1994 Repair ‘END BRAKE COCK’.
09.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1994 Repair ‘BOGIE COMPLETE’.
18.07.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘DISCHARGE DOOR’.
18.07.1994 Repair ‘DOOR OPENING MECHANISM’.
18.07.1994 Repair ‘WHEEL SET’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘BRAKE PULL ROD’.
05.08.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1994 Repair ‘BOGIE COMPLETE’.
26.10.1994 Repair ‘COUPLER COMPLETE’.
26.10.1994 Repair ‘DISCHARGE DOOR’.
26.10.1994 Repair ‘DISCHARGE DOOR’.
26.10.1994 Repair ‘EMPTY LOAD VALVE’.
26.10.1994 Repair ‘WHEEL SET’.
26.09.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.10.1996 Repair ‘COUPLER COMPLETE’.
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25.03.1997 Repair ‘END BRAKE COCK’.
25.03.1997 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1997 Repair ‘COUPLER KNUCKLE’.
16.04.1997 Repair ‘DISCHARGE DOOR’.
16.04.1997 Repair ‘DISCHARGE DOOR’.
16.04.1997 Repair ‘DOOR OPENING MECHANISM’.

HF 41

Details: wagon ‘HF 41 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 01.06.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: NF
Return to Service Date: 21.03.1997
Last Single Car Test: 13.03.1996
Last Lift: 01.06.1982

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘DOOR OPENING MECHANISM’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘DOOR OPENING MECHANISM’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
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25.06.1990 Repair ‘DISCHARGE DOOR’.
25.06.1990 Repair ‘END SILL’.
25.06.1990 Repair ‘SIDE SILL’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘COUPLER COMPLETE’.
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1990 Repair ‘BOGIE COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘DISCHARGE DOOR’.
15.10.1990 Repair ‘DOOR OPENING MECHANISM’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘COUPLER COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
25.10.1990 Repair ‘SIDE STEP’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘HOSE FITTINGS’.
22.11.1990 Repair ‘NYLON HOSE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘DOOR OPENING MECHANISM’.
12.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
03.04.1991 Repair ‘END SILL’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘BRAKE BLOCK RB95’.
12.08.1991 Repair ‘BRAKE PIN’.
12.08.1991 Repair ‘COUPLER COMPLETE’.
12.08.1991 Repair ‘DISCHARGE DOOR’.
12.08.1991 Repair ‘DOOR OPENING MECHANISM’.
12.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE COMPLETE’.
28.10.1991 Repair ‘BRAKE PULL ROD’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘DISCHARGE DOOR’.
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28.10.1991 Repair ‘DOOR OPENING MECHANISM’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘SIDE STEP’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRAKE BLOCK RB95’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘DISCHARGE DOOR’.
13.05.1992 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘DISCHARGE DOOR’.
06.02.1993 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘SIDE COMPLETE’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘DISCHARGE DOOR’.
07.01.1994 Repair ‘DOOR OPENING MECHANISM’.
07.01.1994 Repair ‘TOP CENTRE PLATE’.
11.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1996 Repair ‘DOOR OPENING MECHANISM’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1997 Repair ‘BRAKE PULL ROD’.

HF 42

Details: wagon ‘HF 42 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 31.05.1982
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Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: NF
Return to Service Date: 14.03.1997
Last Triple Valve: 16.08.1989
Last Single Car Test: 09.02.1996
Last Lift: 31.05.1982

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘BRAKE BLOCK OTHER’.
26.07.1989 Repair ‘BRAKE PULL ROD’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.08.1989 Repair ‘COUPLER COMPLETE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘END BRAKE COCK’.
16.08.1989 Repair ‘END SILL’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘WHEEL SET’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘EMPTY LOAD VALVE’.
11.09.1989 Repair ‘RELAY VALVE’.
11.09.1989 Repair ‘WHEEL SET’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1989 Repair ‘BRANCH PIPE’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘DISCHARGE DOOR’.
16.09.1989 Repair ‘EMPTY LOAD VALVE’.
16.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘BRANCH PIPE’.
30.11.1989 Repair ‘COUPLER COMPLETE’.
30.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.05.1990 Repair ‘YOKE CARRIER’.
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25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘BRAKE LEVER’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘COUPLER COMPLETE’.
07.08.1990 Repair ‘DISCHARGE DOOR’.
07.08.1990 Repair ‘DOOR OPENING MECHANISM’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE LEVER’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘DISCHARGE DOOR’.
05.05.1993 Repair ‘DOOR HINGES AND PINS’.
05.05.1993 Repair ‘DOOR OPENING MECHANISM’.
05.05.1993 Repair ‘END COMPLETE’.
05.05.1993 Repair ‘TRAIN PIPE (END)’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE COMPLETE’.
07.06.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘DISCHARGE DOOR’.
07.06.1993 Repair ‘DOOR OPENING MECHANISM’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘DOOR HINGES AND PINS’.
06.08.1993 Repair ‘DOOR OPENING MECHANISM’.
06.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE COMPLETE’.
06.09.1993 Repair ‘DISCHARGE DOOR’.
06.09.1993 Repair ‘DOOR OPENING MECHANISM’.
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘BOGIE COMPLETE’.
26.05.1994 Repair ‘COUPLER COMPLETE’.
26.05.1994 Repair ‘DISCHARGE DOOR’.
26.05.1994 Repair ‘DOOR OPENING MECHANISM’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BRAKE FULCRUM BRACKET’.
17.08.1994 Repair ‘BRAKE PIN’.
17.08.1994 Repair ‘BRAKE PULL ROD’.
17.08.1994 Repair ‘COUPLER COMPLETE’.
17.08.1994 Repair ‘DISCHARGE DOOR’.

6897



2. TIMS GROUP INFORMATION - WAGONS

17.08.1994 Repair ‘DISCHARGE DOOR’.
17.08.1994 Repair ‘DOOR HINGES AND PINS’.
17.08.1994 Repair ‘DOOR LOCK MECHANISM’.
17.08.1994 Repair ‘DOOR OPENING MECHANISM’.
17.08.1994 Repair ‘END BRAKE COCK’.
17.08.1994 Repair ‘LADDER’.
17.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1994 Repair ‘BOGIE COMPLETE’.
13.10.1994 Repair ‘BOGIE SPRING’.
13.10.1994 Repair ‘BRAKE BLOCK RB95’.
13.10.1994 Repair ‘BRAKE PULL ROD’.
13.10.1994 Repair ‘COUPLER COMPLETE’.
13.10.1994 Repair ‘DISCHARGE DOOR’.
13.10.1994 Repair ‘DOOR COMPLETE’.
13.10.1994 Repair ‘DOOR HINGES AND PINS’.
13.10.1994 Repair ‘DOOR LOCK MECHANISM’.
13.10.1994 Repair ‘DOOR OPENING MECHANISM’.
13.10.1994 Repair ‘END BRAKE COCK’.
13.10.1994 Repair ‘LADDER’.
13.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.12.1994 Repair ‘BOGIE COMPLETE’.
06.12.1994 Repair ‘BRANCH PIPE’.
06.12.1994 Repair ‘COUPLER COMPLETE’.
06.12.1994 Repair ‘DISCHARGE DOOR’.
06.12.1994 Repair ‘DOOR OPENING MECHANISM’.
12.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HF 43

Details: wagon ‘HF 43 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 12.08.1982
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Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 03.04.1997
Due Triple Valve: 27.10.1996
Last Single Car Test: 01.04.1996
Last Lift: 12.08.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘DISCHARGE DOOR’.
27.06.1990 Repair ‘SIDE SILL’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘DOOR OPENING MECHANISM’.
28.03.1991 Repair ‘DOOR OPENING MECHANISM’.
28.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.03.1991 Repair ‘SIDE BEARER’.
28.03.1991 Repair ‘YOKE COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘DISCHARGE DOOR’.
11.04.1991 Repair ‘DOOR OPENING MECHANISM’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘DISCHARGE DOOR’.
24.04.1992 Repair ‘DOOR OPENING MECHANISM’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
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25.05.1992 Repair ‘BRAKE BLOCK RB95’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘DISCHARGE DOOR’.
25.05.1992 Repair ‘DOOR OPENING MECHANISM’.
25.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE COMPLETE’.
31.03.1993 Repair ‘BRANCH PIPE’.
31.03.1993 Repair ‘COUPLER COMPLETE’.
31.03.1993 Repair ‘DISCHARGE DOOR’.
31.03.1993 Repair ‘DOOR OPENING MECHANISM’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘COUPLER COMPLETE’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘DISCHARGE DOOR’.
08.09.1993 Repair ‘DOOR OPENING MECHANISM’.
08.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1994 Repair ‘BOGIE COMPLETE’.
06.04.1994 Repair ‘COUPLER COMPLETE’.
06.04.1994 Repair ‘DISCHARGE DOOR’.
06.04.1994 Repair ‘DOOR OPENING MECHANISM’.
06.04.1994 Repair ‘END BRAKE COCK’.
04.07.1995 Repair ‘WHEEL SET’.
26.10.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.12.1995 Repair ‘DOOR OPENING MECHANISM’.
01.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1996 Repair ‘BRANCH PIPE’.
03.04.1997 Repair ‘DOOR OPENING MECHANISM’.

HF 44

Details: wagon ‘HF 44 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 25.08.1982
Operating System: AN
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Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF
Return to Service Date: 01.07.1996
Last Triple Valve: 14.06.1990
Last Single Car Test: 20.04.1995
Last Lift: 25.08.1982

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COUPLER COMPLETE’.
31.08.1989 Repair ‘DISCHARGE DOOR’.
31.08.1989 Repair ‘DOOR OPENING MECHANISM’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE COMPLETE’.
14.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.06.1990 Repair ‘COUPLER COMPLETE’.
14.06.1990 Repair ‘DISCHARGE DOOR’.
14.06.1990 Repair ‘LADDER’.
14.06.1990 Repair ‘SIDE MEMBER’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Repair ‘DOOR COMPLETE’.
06.11.1990 Repair ‘DOOR OPENING MECHANISM’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1990 Repair ‘HANDBRAKE HANDLE’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DISCHARGE DOOR’.
11.01.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
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22.05.1991 Repair ‘BRAKE LEVER’.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘DOOR OPENING MECHANISM’.
22.05.1991 Repair ‘EMPTY LOAD VALVE’.
22.05.1991 Repair ‘ROOF SHEET’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘DISCHARGE DOOR’.
29.08.1991 Repair ‘DOOR OPENING MECHANISM’.
29.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
24.08.1992 Repair ‘DISCHARGE DOOR’.
24.08.1992 Repair ‘DOOR OPENING MECHANISM’.
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRANCH PIPE’.
31.08.1992 Repair ‘CENTRE SILL’.
31.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1992 Repair ‘TRAIN PIPE (END)’.
31.08.1992 Repair ‘YOKE CARRIER’.
31.08.1992 Repair ‘YOKE COMPLETE’.
31.08.1992 Repair ‘YOKE FOLLOWER’.
31.08.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE COMPLETE’.
11.01.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1993 Repair ‘COUPLER COMPLETE’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘DISCHARGE DOOR’.
11.01.1993 Repair ‘DOOR OPENING MECHANISM’.
11.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘BRAKE BLOCK RB95’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘DISCHARGE DOOR’.
26.01.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DISCHARGE DOOR’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.04.1993 Repair ‘ROOF COMPLETE’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE COMPLETE’.
25.05.1993 Repair ‘BRAKE BLOCK RB95’.
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25.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.05.1993 Repair ‘COUPLER COMPLETE’.
25.05.1993 Repair ‘DISCHARGE DOOR’.
25.05.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘COUPLER COMPLETE’.
03.09.1993 Repair ‘DISCHARGE DOOR’.
03.09.1993 Repair ‘DOOR OPENING MECHANISM’.
03.09.1993 Repair ‘SIDE STEP’.
03.09.1993 Repair ‘WHEEL SET’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1994 Repair ‘BOGIE COMPLETE’.
16.12.1994 Repair ‘BRAKE BLOCK RB95’.
16.12.1994 Repair ‘BRAKE PIN’.
16.12.1994 Repair ‘BRAKE PULL ROD’.
16.12.1994 Repair ‘COUPLER COMPLETE’.
16.12.1994 Repair ‘DISCHARGE DOOR’.
16.12.1994 Repair ‘DOOR COVERING’.
16.12.1994 Repair ‘DOOR HINGES AND PINS’.
16.12.1994 Repair ‘DOOR OPENING MECHANISM’.
16.12.1994 Repair ‘DOOR OPENING MECHANISM’.
16.12.1994 Repair ‘DOOR OPENING MECHANISM’.
16.12.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1994 Repair ‘SIDE STEP’.
16.12.1994 Repair ‘SIDE STEP’.
16.12.1994 Repair ‘YOKE FOLLOWER’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1995 Repair ‘DISCHARGE DOOR’.
01.07.1996 Repair ‘COUPLER COMPLETE’.

HF 45

Details: wagon ‘HF 45 F’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 17.08.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 21.03.1997
Due Triple Valve: 27.03.1991
Last Triple Valve: 30.09.1994
Last Single Car Test: 25.03.1997
Last Lift: 17.08.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘DISCHARGE DOOR’.
14.09.1989 Repair ‘DOOR LOCK MECHANISM’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘WHEEL SET’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE SPRING’.
11.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE BEARERS’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘BRANCH PIPE’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘SIDE BEARER’.
07.12.1989 Repair ‘TRAIN PIPE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
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27.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1990 Repair ‘SIDE BEARER’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘DISCHARGE DOOR’.
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE COMPLETE’.
13.08.1990 Repair ‘COUPLER COMPLETE’.
13.08.1990 Repair ‘SIDE SILL’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘DISCHARGE DOOR’.
16.10.1990 Repair ‘DOOR OPENING MECHANISM’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
14.12.1990 Repair ‘VEHICLE RETARE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘BRANCH PIPE’.
07.01.1991 Repair ‘COUPLER COMPLETE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
07.01.1991 Repair ‘DOOR OPENING MECHANISM’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘DOOR OPENING MECHANISM’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE COMPLETE’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘DISCHARGE DOOR’.
05.04.1991 Repair ‘DOOR OPENING MECHANISM’.
05.04.1991 Repair ‘END SILL’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘COUPLER COMPLETE’.
24.05.1991 Repair ‘DOOR OPENING MECHANISM’.
24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1991 Repair ‘COUPLER COMPLETE’.
28.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.08.1991 Repair ‘DISCHARGE DOOR’.
28.08.1991 Repair ‘DOOR OPENING MECHANISM’.
28.08.1991 Repair ‘END BRAKE COCK’.
28.08.1991 Repair ‘TRAIN PIPE’.
28.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1991 Repair ‘YOKE COMPLETE’.
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE COMPLETE’.
14.10.1991 Repair ‘COUPLER COMPLETE’.
14.10.1991 Repair ‘DISCHARGE DOOR’.
14.10.1991 Repair ‘DOOR OPENING MECHANISM’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE COMPLETE’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘BRANCH PIPE’.
18.06.1992 Repair ‘COUPLER COMPLETE’.
18.06.1992 Repair ‘DISCHARGE DOOR’.
18.06.1992 Repair ‘DOOR OPENING MECHANISM’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘DISCHARGE DOOR’.
09.11.1992 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE COMPLETE’.
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘DISCHARGE DOOR’.
08.02.1993 Repair ‘DOOR OPENING MECHANISM’.
08.02.1993 Repair ‘LADDER’.
08.02.1993 Repair ‘LADDER’.
08.02.1993 Repair ‘SIDE MEMBER’.
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE COMPLETE’.
31.03.1993 Repair ‘BRANCH PIPE’.
31.03.1993 Repair ‘COUPLER COMPLETE’.
31.03.1993 Repair ‘DISCHARGE DOOR’.
31.03.1993 Repair ‘DOOR OPENING MECHANISM’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘COUPLER COMPLETE’.
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09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘DISCHARGE DOOR’.
09.09.1993 Repair ‘DOOR OPENING MECHANISM’.
09.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘TOP CENTRE PLATE’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE COMPLETE’.
31.03.1994 Repair ‘COUPLER COMPLETE’.
31.03.1994 Repair ‘DISCHARGE DOOR’.
31.03.1994 Repair ‘DOOR OPENING MECHANISM’.
31.03.1994 Repair ‘WHEEL SET’.
28.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1994 Repair ‘BOGIE COMPLETE’.
28.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.09.1994 Repair ‘COUPLER COMPLETE’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘BRANCH PIPE’.
19.01.1995 Repair ‘DISCHARGE DOOR’.
19.01.1995 Repair ‘DOOR OPENING MECHANISM’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1995 Repair ‘BRANCH PIPE’.
17.10.1995 Repair ‘WHEEL SET’.
20.09.1996 Repair ‘BRAKE PULL ROD’.
20.09.1996 Repair ‘COUPLER KNUCKLE’.
20.09.1996 Repair ‘SIDE SILL’.
21.03.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1997 Repair ‘DISCHARGE DOOR’.

HF 46

Details: wagon ‘HF 46 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 12.08.1982
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Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 16.12.1996
Last Triple Valve: 21.02.1990
Last Single Car Test: 20.01.1995
Last Lift: 12.08.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BEARERS’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘DISCHARGE DOOR’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE COMPLETE’.
16.09.1989 Repair ‘BRANCH PIPE’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘DISCHARGE DOOR’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘BRAKE PIN’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1989 Repair ‘WHEEL SET’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BODY COMPLETE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.04.1990 Repair ‘SIDE MEMBER’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Repair ‘YOKE CARRIER’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘DISCHARGE DOOR’.
18.10.1990 Repair ‘DOOR OPENING MECHANISM’.
14.12.1990 Repair ‘VEHICLE RETARE’.
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08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
23.05.1991 Repair ‘SIDE SILL’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘DISCHARGE DOOR’.
22.07.1991 Repair ‘DOOR OPENING MECHANISM’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘WEAR PLATES & SADDLES’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘DISCHARGE DOOR’.
06.12.1991 Repair ‘DOOR OPENING MECHANISM’.
06.12.1991 Repair ‘LADDER’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘COUPLER COMPLETE’.
26.03.1992 Repair ‘DISCHARGE DOOR’.
26.03.1992 Repair ‘DOOR HINGES AND PINS’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘BRAKE BLOCK RB95’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘DISCHARGE DOOR’.
23.06.1992 Repair ‘DOOR OPENING MECHANISM’.
23.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘HANDBRAKE HANDLE’.
05.04.1993 Repair ‘SIDE MEMBER’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘DISCHARGE DOOR’.
21.09.1993 Repair ‘DOOR OPENING MECHANISM’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1993 Repair ‘SIDE STEP’.
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21.09.1993 Repair ‘WHEEL SET’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
07.04.1994 Repair ‘END BRAKE COCK’.
07.04.1994 Repair ‘ROOF COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘BRAKE BLOCK RB95’.
11.11.1994 Repair ‘DISCHARGE DOOR’.
11.11.1994 Repair ‘DOOR OPENING MECHANISM’.
11.11.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘BRANCH PIPE’.
19.01.1995 Repair ‘DISCHARGE DOOR’.
19.01.1995 Repair ‘DOOR OPENING MECHANISM’.
19.09.1996 Repair ‘COUPLER KNUCKLE’.
19.09.1996 Repair ‘ROOF COMPLETE’.
16.12.1996 Repair ‘BOGIE COMPLETE’.
16.12.1996 Repair ‘SIDE BEARER’.

HF 47

Details: wagon ‘HF 47 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 23.08.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes
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Fleet Grp Code: AF NF
Return to Service Date: 21.03.1997
Last Triple Valve: 21.05.1991
Last Single Car Test: 25.03.1997
Last Lift: 23.08.1982

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘COUPLER COMPLETE’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘COUPLER COMPLETE’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘RELAY VALVE’.
18.10.1989 Repair ‘WHEEL SET’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘DOOR HINGES AND PINS’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘WHEEL SET’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE SPRING’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘DOOR LOCK MECHANISM’.
17.05.1990 Repair ‘DOOR OPENING MECHANISM’.
17.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.05.1990 Repair ‘END COMPLETE’.
17.05.1990 Repair ‘TOP CENTRE PLATE’.
17.05.1990 Repair ‘YOKE COMPLETE’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE PIN’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘BRAKE PIN’.
16.10.1990 Repair ‘BRANCH PIPE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘DISCHARGE DOOR’.
16.10.1990 Repair ‘DOOR OPENING MECHANISM’.
16.10.1990 Repair ‘WEAR PLATES & SADDLES’.
14.12.1990 Repair ‘VEHICLE RETARE’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DISCHARGE DOOR’.
08.04.1991 Repair ‘DOOR OPENING MECHANISM’.
08.04.1991 Repair ‘END SILL’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘DOOR OPENING MECHANISM’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘BRANCH PIPE’.
03.07.1991 Repair ‘COUPLER COMPLETE’.
03.07.1991 Repair ‘DISCHARGE DOOR’.
03.07.1991 Repair ‘DOOR OPENING MECHANISM’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE COMPLETE’.
02.12.1991 Repair ‘BRANCH PIPE’.
02.12.1991 Repair ‘COUPLER COMPLETE’.
02.12.1991 Repair ‘DISCHARGE DOOR’.
02.12.1991 Repair ‘DOOR OPENING MECHANISM’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DOOR OPENING MECHANISM’.
03.03.1992 Repair ‘DOOR OPENING MECHANISM’.
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE BLOCK RB95’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DISCHARGE DOOR’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE BLOCK RB95’.
20.05.1992 Repair ‘BRAKE CONTROL PIPE’.
20.05.1992 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘DISCHARGE DOOR’.
20.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BOGIE COMPLETE’.
15.06.1992 Repair ‘COUPLER COMPLETE’.
15.06.1992 Repair ‘DISCHARGE DOOR’.
15.06.1992 Repair ‘DOOR OPENING MECHANISM’.
15.06.1992 Repair ‘ROOF SHEET’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE COMPLETE’.
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30.06.1992 Repair ‘COUPLER COMPLETE’.
30.06.1992 Repair ‘DISCHARGE DOOR’.
30.06.1992 Repair ‘DOOR OPENING MECHANISM’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘BRAKE BLOCK RB95’.
17.08.1992 Repair ‘COUPLER COMPLETE’.
17.08.1992 Repair ‘DISCHARGE DOOR’.
17.08.1992 Repair ‘DOOR OPENING MECHANISM’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘BRAKE PIN’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DISCHARGE DOOR’.
26.11.1992 Repair ‘DOOR OPENING MECHANISM’.
18.06.1993 Repair ‘BOGIE SPRING’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
18.06.1993 Repair ‘BRAKE PULL ROD’.
18.06.1993 Repair ‘DOOR HINGES AND PINS’.
18.06.1993 Repair ‘DOOR OPENING MECHANISM’.
18.06.1993 Repair ‘END BRAKE COCK’.
18.06.1993 Repair ‘END HOSE’.
18.06.1993 Repair ‘ROOF SHEET’.
18.06.1993 Repair ‘TRAIN PIPE (END)’.
18.06.1993 Repair ‘WHEEL SET’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘COUPLER COMPLETE’.
02.09.1993 Repair ‘DISCHARGE DOOR’.
02.09.1993 Repair ‘DOOR OPENING MECHANISM’.
02.09.1993 Repair ‘VEHICLE STENCILS’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘DISCHARGE DOOR’.
08.12.1993 Repair ‘DOOR HINGES AND PINS’.
08.12.1993 Repair ‘DOOR LOCK MECHANISM’.
08.12.1993 Repair ‘DOOR OPENING MECHANISM’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘DISCHARGE DOOR’.
08.04.1994 Repair ‘DOOR OPENING MECHANISM’.
08.04.1994 Repair ‘LADDER’.
08.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE PULL ROD’.
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15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘DISCHARGE DOOR’.
15.06.1994 Repair ‘DOOR OPENING MECHANISM’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘DISCHARGE DOOR’.
22.08.1994 Repair ‘DOOR OPENING MECHANISM’.
22.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1994 Repair ‘ROOF SHEET’.
24.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1996 Repair ‘EMPTY LOAD VALVE’.
16.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HF 48

Details: wagon ‘HF 48 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 15.09.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 09.02.1996
Last Triple Valve: 20.09.1988
Last Single Car Test: 09.02.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘EMPTY LOAD VALVE’.
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02.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1989 Repair ‘WEAR PLATES & SADDLES’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘COUPLER COMPLETE’.
11.04.1990 Repair ‘RELAY VALVE’.
11.04.1990 Repair ‘SIDE SILL’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘COUPLER COMPLETE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘COUPLER COMPLETE’.
24.09.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘DOOR OPENING MECHANISM’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘RELAY VALVE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘COUPLER COMPLETE’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘DISCHARGE DOOR’.
07.01.1991 Repair ‘DOOR OPENING MECHANISM’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DISCHARGE DOOR’.
12.04.1991 Repair ‘DOOR OPENING MECHANISM’.
12.04.1991 Repair ‘LADDER’.
12.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘COUPLER COMPLETE’.
27.05.1991 Repair ‘DOOR OPENING MECHANISM’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE COMPLETE’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.10.1991 Repair ‘DISCHARGE DOOR’.
21.10.1991 Repair ‘DOOR OPENING MECHANISM’.
30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘BOGIE BOLSTER’.
30.10.1991 Repair ‘BOGIE COMPLETE’.
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30.10.1991 Repair ‘COUPLER COMPLETE’.
30.10.1991 Repair ‘DISCHARGE DOOR’.
30.10.1991 Repair ‘DOOR OPENING MECHANISM’.
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘COUPLER COMPLETE’.
13.12.1991 Repair ‘DISCHARGE DOOR’.
13.12.1991 Repair ‘DOOR OPENING MECHANISM’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘DISCHARGE DOOR’.
28.09.1992 Repair ‘DOOR OPENING MECHANISM’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.10.1992 Repair ‘DISCHARGE DOOR’.
13.10.1992 Repair ‘DOOR OPENING MECHANISM’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BRAKE BLOCK RB95’.
15.01.1993 Repair ‘COUPLER COMPLETE’.
15.01.1993 Repair ‘DISCHARGE DOOR’.
15.01.1993 Repair ‘DOOR OPENING MECHANISM’.
15.01.1993 Repair ‘WHEEL SET’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘BRAKE PIN’.
27.01.1993 Repair ‘COUPLER COMPLETE’.
27.01.1993 Repair ‘DISCHARGE DOOR’.
27.01.1993 Repair ‘DOOR OPENING MECHANISM’.
27.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘BRANCH PIPE’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
29.07.1993 Repair ‘COUPLER KNUCKLE’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘DISCHARGE DOOR’.
24.08.1993 Repair ‘DOOR OPENING MECHANISM’.
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24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘NYLON HOSE’.
24.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘DISCHARGE DOOR’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRAKE BLOCK RB95’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘DISCHARGE DOOR’.
17.05.1994 Repair ‘DOOR OPENING MECHANISM’.
17.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1994 Repair ‘BOGIE COMPLETE’.
29.06.1994 Repair ‘BRAKE BLOCK RB95’.
29.06.1994 Repair ‘BRAKE PIN’.
29.06.1994 Repair ‘BRAKE PULL ROD’.
29.06.1994 Repair ‘COUPLER COMPLETE’.
29.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1995 Repair ‘EMPTY LOAD VALVE’.
14.09.1995 Repair ‘WHEEL SET’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

HF 49

Details: wagon ‘HF 49 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 20.09.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
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BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 17.10.1996
Last Triple Valve: 24.09.1996
Last Single Car Test: 09.02.1996

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

18.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘COUPLER COMPLETE’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
04.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘COUPLER COMPLETE’.
25.09.1989 Repair ‘DISCHARGE DOOR’.
25.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1989 Repair ‘SIDE STEP’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE SPRING’.
02.04.1990 Repair ‘BRAKE BLOCK RB95’.
02.04.1990 Repair ‘BRAKE LEVER’.
02.04.1990 Repair ‘CENTRE SILL’.
02.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1990 Repair ‘END COMPLETE’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Repair ‘YOKE COMPLETE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE COMPLETE’.
24.09.1990 Repair ‘COUPLER COMPLETE’.
24.09.1990 Repair ‘DISCHARGE DOOR’.
24.09.1990 Repair ‘DOOR OPENING MECHANISM’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE BLOCK RB95’.
30.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DISCHARGE DOOR’.
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04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE BLOCK RB95’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Repair ‘DISCHARGE DOOR’.
25.09.1991 Repair ‘DOOR OPENING MECHANISM’.
25.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1991 Repair ‘STEP’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘DISCHARGE DOOR’.
29.04.1992 Repair ‘DOOR OPENING MECHANISM’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘DISCHARGE DOOR’.
13.05.1992 Repair ‘DOOR OPENING MECHANISM’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘BRAKE BLOCK RB95’.
27.07.1992 Repair ‘COUPLER COMPLETE’.
27.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1992 Repair ‘DISCHARGE DOOR’.
27.07.1992 Repair ‘DOOR OPENING MECHANISM’.
27.07.1992 Repair ‘WEAR PLATES & SADDLES’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘COUPLER COMPLETE’.
04.11.1992 Repair ‘HOSE FITTINGS’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR OPENING MECHANISM’.
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘DISCHARGE DOOR’.
29.04.1993 Repair ‘DOOR OPENING MECHANISM’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘DISCHARGE DOOR’.
07.01.1994 Repair ‘DOOR OPENING MECHANISM’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘TOP CENTRE PLATE’.
19.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1995 Repair ‘DOOR OPENING MECHANISM’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.09.1996 Repair ‘EMPTY LOAD VALVE’.
23.09.1996 Repair ‘ROOF COMPLETE’.
17.10.1996 Repair ‘BOGIE COMPLETE’.

HF 50

Details: wagon ‘HF 50 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 27.09.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: WT NF
Return to Service Date: 19.09.1995
Last Triple Valve: 16.12.1992
Last Single Car Test: 19.12.1994

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘ROOF COMPLETE’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
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30.09.1989 Repair ‘BRAKE BLOCK RB95’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘END HOSE’.
30.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘BRAKE BLOCK RB95’.
18.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.01.1990 Repair ‘SIDE BEARER’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRANCH PIPE’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Repair ‘ROOF COMPLETE’.
23.04.1990 Repair ‘SIDE SILL’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1990 Repair ‘SIDE SILL’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE COMPLETE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘DISCHARGE DOOR’.
10.10.1990 Repair ‘DOOR OPENING MECHANISM’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘BRAKE LEVER’.
25.10.1990 Repair ‘COUPLER COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
25.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘DISCHARGE DOOR’.
05.03.1991 Repair ‘DOOR OPENING MECHANISM’.
05.03.1991 Repair ‘END SILL’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DISCHARGE DOOR’.
12.04.1991 Repair ‘DOOR OPENING MECHANISM’.
12.04.1991 Repair ‘WHEEL SET’.
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘BRAKE BLOCK RB95’.
27.04.1992 Repair ‘COUPLER COMPLETE’.
27.04.1992 Repair ‘DISCHARGE DOOR’.
27.04.1992 Repair ‘DOOR OPENING MECHANISM’.
27.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1992 Repair ‘SIDE BEARER’.
27.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE COMPLETE’.
29.06.1992 Repair ‘BRAKE BLOCK RB95’.
29.06.1992 Repair ‘COUPLER COMPLETE’.
29.06.1992 Repair ‘DISCHARGE DOOR’.
29.06.1992 Repair ‘DOOR OPENING MECHANISM’.
29.06.1992 Repair ‘EMPTY LOAD VALVE’.
29.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘BRAKE BLOCK RB95’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘WHEEL SET’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘DISCHARGE DOOR’.
24.09.1992 Repair ‘DOOR OPENING MECHANISM’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘BRAKE CONTROL PIPE’.
20.11.1992 Repair ‘BRANCH PIPE’.
20.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘DISCHARGE DOOR’.
30.11.1992 Repair ‘DOOR OPENING MECHANISM’.
30.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘BRAKE BLOCK RB95’.
16.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.12.1992 Repair ‘DISCHARGE DOOR’.
16.12.1992 Repair ‘DOOR OPENING MECHANISM’.
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16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘DISCHARGE DOOR’.
06.02.1993 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘END COMPLETE’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘LADDER’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRANCH PIPE’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘DISCHARGE DOOR’.
02.08.1993 Repair ‘DOOR OPENING MECHANISM’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘BRAKE PIN’.
02.09.1993 Repair ‘COUPLER COMPLETE’.
02.09.1993 Repair ‘DISCHARGE DOOR’.
02.09.1993 Repair ‘DOOR OPENING MECHANISM’.
02.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.04.1994 Repair ‘BRAKE BLOCK RB95’.
11.04.1994 Repair ‘COUPLER COMPLETE’.
11.04.1994 Repair ‘DISCHARGE DOOR’.
11.04.1994 Repair ‘DOOR OPENING MECHANISM’.
11.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘WHEEL SET’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘COUPLER COMPLETE’.
05.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1994 Repair ‘BOGIE COMPLETE’.
06.12.1994 Repair ‘BOGIE SPRING’.
06.12.1994 Repair ‘BRAKE BLOCK RB95’.
06.12.1994 Repair ‘BRANCH PIPE’.
06.12.1994 Repair ‘COUPLER COMPLETE’.
06.12.1994 Repair ‘DISCHARGE DOOR’.
06.12.1994 Repair ‘DOOR OPENING MECHANISM’.
06.12.1994 Repair ‘WHEEL SET’.
19.07.1995 Repair ‘DISCHARGE DOOR’.
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07.09.1995 Repair ‘WHEEL SET’.
19.09.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

HF 51

Details: wagon ‘HF 51 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 15.09.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 21.03.1997
Last Triple Valve: 20.01.1994
Last Brake Cylinder: 15.05.1991
Last Single Car Test: 11.11.1994

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1989 Repair ‘BOGIE COMPLETE’.
30.09.1989 Repair ‘COUPLER COMPLETE’.
30.09.1989 Repair ‘DISCHARGE DOOR’.
30.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘COUPLER COMPLETE’.
13.06.1990 Repair ‘WHEEL SET’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
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25.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘DISCHARGE DOOR’.
18.10.1990 Repair ‘DOOR OPENING MECHANISM’.
18.10.1990 Repair ‘SIDE MEMBER’.
14.12.1990 Repair ‘VEHICLE RETARE’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘BRAKE PULL ROD’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘DOOR COMPLETE’.
14.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1991 Repair ‘HANDBRAKE HANDLE’.
14.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1991 Repair ‘SIDE BEARER’.
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DOOR OPENING MECHANISM’.
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BOGIE COMPLETE’.
29.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1991 Repair ‘BRAKE PULL ROD’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘DISCHARGE DOOR’.
29.10.1991 Repair ‘DOOR OPENING MECHANISM’.
29.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘BRAKE BLOCK RB95’.
09.09.1992 Repair ‘BRAKE BLOCK RB95’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.09.1992 Repair ‘DISCHARGE DOOR’.
09.09.1992 Repair ‘DOOR OPENING MECHANISM’.
09.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘DISCHARGE DOOR’.
10.12.1992 Repair ‘DOOR OPENING MECHANISM’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Repair ‘ROOF BOARDS’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE COMPLETE’.
08.01.1993 Repair ‘COUPLER COMPLETE’.
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08.01.1993 Repair ‘DISCHARGE DOOR’.
08.01.1993 Repair ‘DOOR OPENING MECHANISM’.
08.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DISCHARGE DOOR’.
07.04.1993 Repair ‘DOOR OPENING MECHANISM’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘ROOF COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘BRAKE PIN’.
07.09.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘DISCHARGE DOOR’.
07.09.1993 Repair ‘DOOR OPENING MECHANISM’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRAKE CONTROL PIPE’.
19.01.1994 Repair ‘BRAKE LEVER’.
19.01.1994 Repair ‘BRANCH PIPE’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘DISCHARGE DOOR’.
19.01.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1994 Repair ‘END BRAKE COCK’.
19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
08.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1994 Repair ‘BOGIE COMPLETE’.
08.08.1994 Repair ‘BRAKE BLOCK RB95’.
08.08.1994 Repair ‘BRAKE BLOCK RB95’.
08.08.1994 Repair ‘COUPLER COMPLETE’.
08.08.1994 Repair ‘END HOSE’.
08.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘DISCHARGE DOOR’.
11.11.1994 Repair ‘DOOR OPENING MECHANISM’.
11.11.1994 Repair ‘ROOF COMPLETE’.
28.11.1995 Repair ‘BRAKE BLOCK RB95’.
30.10.1996 Repair ‘TRAIN PIPE’.
21.03.1997 Repair ‘COUPLER TRIGGER LEVER’.
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HF 52

Details: wagon ‘HF 52 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 04.10.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: AF NF
Return to Service Date: 02.04.1997
Last Triple Valve: 20.01.1994
Last Single Car Test: 03.06.1994

01.03.1988 Alteration complete ‘RECLASSIFY QF WAGONS TO HF CLASS. (2103)’.
New class: ‘HF’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COUPLER COMPLETE’.
31.08.1989 Repair ‘DISCHARGE DOOR’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE BEARERS’.
16.09.1989 Repair ‘BOGIE BOLSTER’.
16.09.1989 Repair ‘COUPLER COMPLETE’.
16.09.1989 Repair ‘DISCHARGE DOOR’.
16.09.1989 Repair ‘SIDE BEARER’.
16.09.1989 Repair ‘TRAIN PIPE’.
16.09.1989 Repair ‘WHEEL SET’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
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17.10.1989 Repair ‘WHEEL SET’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1990 Repair ‘END COMPLETE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘YOKE COMPLETE’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘BRANCH PIPE’.
01.03.1990 Repair ‘COUPLER COMPLETE’.
01.03.1990 Repair ‘TRAIN PIPE (END)’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘SIDE SILL’.
14.12.1990 Repair ‘VEHICLE RETARE’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
03.04.1991 Repair ‘END SILL’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘DISCHARGE DOOR’.
22.04.1992 Repair ‘DOOR OPENING MECHANISM’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘DISCHARGE DOOR’.
13.10.1992 Repair ‘DOOR OPENING MECHANISM’.
13.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘DISCHARGE DOOR’.
14.04.1993 Repair ‘DOOR OPENING MECHANISM’.
14.04.1993 Repair ‘LADDER’.
14.04.1993 Repair ‘LADDER’.
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25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘DISCHARGE DOOR’.
25.06.1993 Repair ‘DOOR OPENING MECHANISM’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘BRAKE CONTROL PIPE’.
21.07.1993 Repair ‘BRANCH PIPE’.
21.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.07.1993 Repair ‘COUPLER COMPLETE’.
21.07.1993 Repair ‘END BRAKE COCK’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRANCH PIPE’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘DISCHARGE DOOR’.
15.09.1993 Repair ‘DOOR OPENING MECHANISM’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘DISCHARGE DOOR’.
19.01.1994 Repair ‘DOOR OPENING MECHANISM’.
19.01.1994 Repair ‘END BRAKE COCK’.
19.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘BOGIE COMPLETE’.
08.04.1994 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘COUPLER COMPLETE’.
08.04.1994 Repair ‘EMPTY LOAD VALVE’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘DISCHARGE DOOR’.
31.05.1994 Repair ‘DOOR OPENING MECHANISM’.
30.08.1995 Repair ‘WHEEL SET’.
15.08.1996 Repair ‘BOGIE COMPLETE’.
02.04.1997 Repair ‘BOGIE BEARERS’.

HF 53

Details: wagon ‘HF 53 S’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 28.09.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: NF
Return to Service Date: 16.07.1996
Last Triple Valve: 16.06.1993
Last Single Car Test: 19.12.1994
Last Lift: 28.09.1982

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘DISCHARGE DOOR’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘DOOR COMPLETE’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘DISCHARGE DOOR’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘WHEEL SET’.
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘RELAY VALVE’.
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRAKE BLOCK OTHER’.
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22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘DISCHARGE DOOR’.
22.09.1989 Repair ‘LADDER’.
22.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1989 Repair ‘BRAKE LEVER’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.11.1989 Repair ‘DISCHARGE DOOR’.
10.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1989 Repair ‘RELAY VALVE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BODY COMPLETE’.
27.03.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.03.1990 Repair ‘STRIKING CASTING’.
27.03.1990 Repair ‘STRIKING CASTING’.
27.03.1990 Repair ‘YOKE COMPLETE’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRANCH PIPE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘DOOR OPENING MECHANISM’.
11.03.1991 Repair ‘WEAR PLATES & SADDLES’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DISCHARGE DOOR’.
12.04.1991 Repair ‘DOOR OPENING MECHANISM’.
12.04.1991 Repair ‘VEHICLE RETARE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE PIN’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DISCHARGE DOOR’.
02.08.1991 Repair ‘DOOR OPENING MECHANISM’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE PIN’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DOOR OPENING MECHANISM’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘DISCHARGE DOOR’.
21.05.1992 Repair ‘DOOR OPENING MECHANISM’.
21.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE BLOCK RB95’.
18.03.1993 Repair ‘BRAKE PIN’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DISCHARGE DOOR’.
18.03.1993 Repair ‘DISCHARGE DOOR’.
18.03.1993 Repair ‘DOOR OPENING MECHANISM’.
18.03.1993 Repair ‘DOOR OPENING MECHANISM’.
18.03.1993 Repair ‘END BRAKE COCK’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘HOSE FITTINGS’.
18.03.1993 Repair ‘NYLON HOSE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘SIDE STEP’.
18.03.1993 Repair ‘TRAIN PIPE (END)’.
18.03.1993 Repair ‘WHEEL SET’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DISCHARGE DOOR’.
16.06.1993 Repair ‘DOOR OPENING MECHANISM’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.07.1993 Repair ‘BRAKE LEVER’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
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07.09.1993 Repair ‘BRAKE PIN’.
07.09.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1993 Repair ‘DISCHARGE DOOR’.
07.09.1993 Repair ‘DOOR OPENING MECHANISM’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘TRAIN PIPE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1994 Repair ‘BOGIE COMPLETE’.
21.02.1994 Repair ‘BRANCH PIPE’.
21.02.1994 Repair ‘COUPLER COMPLETE’.
21.02.1994 Repair ‘RELAY VALVE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘DISCHARGE DOOR’.
07.04.1994 Repair ‘DOOR OPENING MECHANISM’.
07.04.1994 Repair ‘END BRAKE COCK’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘BOGIE COMPLETE’.
17.05.1994 Repair ‘BRANCH PIPE’.
17.05.1994 Repair ‘COUPLER COMPLETE’.
17.05.1994 Repair ‘DISCHARGE DOOR’.
17.05.1994 Repair ‘DOOR OPENING MECHANISM’.
14.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.07.1994 Repair ‘BRAKE BLOCK RB95’.
14.07.1994 Repair ‘BRAKE PIN’.
14.07.1994 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1994 Repair ‘COUPLER COMPLETE’.
14.07.1994 Repair ‘DISCHARGE DOOR’.
14.07.1994 Repair ‘DOOR OPENING MECHANISM’.
14.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1994 Repair ‘WHEEL SET’.
07.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1994 Repair ‘BOGIE COMPLETE’.
07.12.1994 Repair ‘COUPLER COMPLETE’.
07.12.1994 Repair ‘DISCHARGE DOOR’.
07.12.1994 Repair ‘DOOR OPENING MECHANISM’.
07.12.1994 Repair ‘END BRAKE COCK’.
07.12.1994 Repair ‘END HOSE’.
07.12.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1996 Repair ‘BOGIE COMPLETE’.
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HF 54

Details: wagon ‘HF 54 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.6m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $56240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W92A
Date Built: 21.09.1982
Operating System: AN
Intended Use: COAL
Remarks: EX QF
BSG Code: FTHE

Capacity of 50 tonnes

Fleet Grp Code: NF
Return to Service Date: 21.03.1997
Last Single Car Test: 18.03.1996

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1989 Repair ‘WHEEL SET’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BODY COMPLETE’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRANCH PIPE’.
17.05.1990 Repair ‘DISCHARGE DOOR’.
17.05.1990 Repair ‘SIDE SILL’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘DISCHARGE DOOR’.
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21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘COUPLER COMPLETE’.
21.09.1990 Repair ‘DISCHARGE DOOR’.
21.09.1990 Repair ‘DOOR OPENING MECHANISM’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘DISCHARGE DOOR’.
05.03.1991 Repair ‘DOOR OPENING MECHANISM’.
05.03.1991 Repair ‘END SILL’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DISCHARGE DOOR’.
03.04.1991 Repair ‘DOOR OPENING MECHANISM’.
03.04.1991 Repair ‘SIDE SILL’.
03.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘BOGIE WEAR PLATES’.
14.11.1991 Repair ‘COUPLER COMPLETE’.
14.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.11.1991 Repair ‘DOOR OPENING MECHANISM’.
14.11.1991 Repair ‘END SILL’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘DISCHARGE DOOR’.
11.03.1992 Repair ‘DOOR OPENING MECHANISM’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
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28.07.1992 Repair ‘DISCHARGE DOOR’.
28.07.1992 Repair ‘DISCHARGE DOOR’.
28.07.1992 Repair ‘DOOR OPENING MECHANISM’.
28.07.1992 Repair ‘DOOR OPENING MECHANISM’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Repair ‘SIDE BEARER’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR OPENING MECHANISM’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘BRAKE BLOCK RB95’.
16.12.1992 Repair ‘COUPLER COMPLETE’.
16.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘DISCHARGE DOOR’.
26.01.1993 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER COMPLETE’.
06.02.1993 Repair ‘DISCHARGE DOOR’.
06.02.1993 Repair ‘DOOR OPENING MECHANISM’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘LADDER’.
06.02.1993 Repair ‘SIDE COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DISCHARGE DOOR’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘DISCHARGE DOOR’.
16.06.1994 Repair ‘DOOR OPENING MECHANISM’.
16.06.1994 Repair ‘WHEEL SET’.
19.07.1995 Repair ‘DISCHARGE DOOR’.
18.09.1995 Repair ‘DISCHARGE DOOR’.
15.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1996 Repair ‘BRAKE BLOCK RB95’.
03.09.1996 Repair ‘BRANCH PIPE’.
21.03.1997 Repair ‘END BRAKE COCK’.

2.318 Wagon classification starting with ‘HFN’

HFN 5106

Details: wagon ‘HFN 5106 P’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 4.6m
Tare Weight: 5.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $570
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 43
Date Built: 01.01.1912
Operating System: PRRPS
Intended Use: BALLAST
Remarks: W/O 04.03.89;SOLD TO PRRPS 15.09.89
BSG Code: SOHB

Capacity of 12.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 15.09.1989

15.09.1989 Repair ‘VEHICLE SOLD’.

HFN 5108

Details: wagon ‘HFN 5108 K’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
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Length Over Headstocks: 4.6m
Tare Weight: 5.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $560
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 43
Date Built: 01.01.1912
Operating System: PORT DOCK STATION
Intended Use: BALLAST
Remarks: W/O 4.3.89;SOLD PDSM 15.9.89;LOAN PRRPS
BSG Code: SOHB

Capacity of 12.2 tonnes

Fleet Grp Code: WY AH
Return to Service Date: 15.09.1989

15.09.1989 Repair ‘VEHICLE SOLD’.

2.319 Wagon classification starting with ‘HG’

HG 1

Details: wagon ‘HG 1 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W145
Date Built: 01.07.1968
Operating System: AN
Intended Use: COAL
Remarks: EX HH2
BSG Code: FTHE

Capacity of 49 tonnes

Fleet Grp Code: NF
Return to Service Date: 16.10.1989
Last Single Car Test: 13.04.1989
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16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Repair ‘VEHICLE RENUMBERED’.
16.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘HH 2 T’
16.10.1989 Alteration complete ‘RECLASSIFY WAGON HH2 TO HG1 (2124)’. New

class: ‘HG’.

2.320 Wagon classification starting with ‘HGM’

HGM 205

Details: wagon ‘HGM 205 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $197620
Diagram Book Page No.: NS 113
Date Built: 18.12.1970
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN
BSG Code: BSPL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 25.11.1991
Last Triple Valve: 28.11.1991
Last Lift: 23.06.1978

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
12.04.1984 Alteration complete ‘ADD SPARK ARRESTERS TO EXHAUST MUFFLERS.

(C2050)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.
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17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

18.07.1990 Repair ‘POWER UNIT (PASS.)’.
30.07.1990 Repair ‘WHEEL SET’.
05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN

MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.11.1991 Repair ‘BOGIE CLEARANCE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.11.1991 Repair ‘COUPLER COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.11.1991 Repair ‘END COMPLETE’.
25.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1991 Repair ‘YOKE PIN’.

HGM 296

Details: wagon ‘HGM 296 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $197620
Diagram Book Page No.: NS 113
Date Built: 09.01.1973
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN
BSG Code: BSPL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 13.06.1995
Last Triple Valve: 20.05.1992
Last Lift: 04.07.1980
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
12.04.1984 Alteration complete ‘ADD SPARK ARRESTERS TO EXHAUST MUFFLERS.

(C2050)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

05.06.1991 Alteration complete ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’
POWER VAN MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.

04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE CLEARANCE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1992 Repair ‘END COMPLETE’.
04.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
04.05.1992 Repair ‘WHEEL SET’.
04.05.1992 Repair ‘YOKE FOLLOWER’.
04.05.1992 Repair ‘YOKE PIN’.
02.07.1992 Repair ‘POWER UNIT (PASS.)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.

HGM 297

Details: wagon ‘HGM 297 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2

6941



2. TIMS GROUP INFORMATION - WAGONS

Original Cost: $197620
Diagram Book Page No.: NS 113
Date Built: 19.12.1972
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN
BSG Code: BSPL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 26.03.1991
Last Triple Valve: 21.05.1991
Last Lift: 14.10.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
12.04.1984 Alteration complete ‘ADD SPARK ARRESTERS TO EXHAUST MUFFLERS.

(C2050)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

03.11.1989 Repair ‘WHEEL SET’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.03.1991 Repair ‘BOGIE CLEARANCE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.03.1991 Repair ‘CONCERTINA (PASS.)’.
26.03.1991 Repair ‘CONCERTINA (PASS.)’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘TOP CENTRE PLATE’.
26.03.1991 Repair ‘WHEEL SET’.
26.03.1991 Repair ‘YOKE COMPLETE’.
26.03.1991 Repair ‘YOKE PIN’.
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26.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN

MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.

HGM 298

Details: wagon ‘HGM 298 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $197620
Diagram Book Page No.: NS 113
Date Built: 16.01.1974
Operating System: TRANS POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN
BSG Code: BSTL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 06.01.1994
Last Triple Valve: 02.03.1992
Last Single Car Test: 02.03.1992
Last Lift: 22.05.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
12.04.1984 Alteration complete ‘ADD SPARK ARRESTERS TO EXHAUST MUFFLERS.

(C2050)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.
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05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN
MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.

05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.08.1991 Repair ‘BOGIE CLEARANCE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘BRAKE LEVER’.
05.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1991 Repair ‘YOKE COMPLETE’.
06.01.1994 Repair ‘WHEEL SET’.

HGM 317

Details: wagon ‘HGM 317 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $197620
Diagram Book Page No.: NS 113
Date Built: 01.07.1975
Operating System: TRANS POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN
BSG Code: BSTL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 23.07.1993
Last Triple Valve: 31.05.1989
Last Brake Cylinder: 17.11.1988
Last Single Car Test: 17.11.1988
Last Lift: 02.05.1979

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration complete ‘MOUNT STEP LAMPS. (01s82)’.
12.04.1984 Alteration complete ‘ADD SPARK ARRESTERS TO EXHAUST MUFFLERS.

(C2050)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
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PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

13.04.1987 Alteration complete ‘REMOVE ALL MARKER LAMP BRACKETS FROM
THE REAR OF ROLLINGSTOCK. (RS4194)’.

05.04.1988 Alteration complete ‘GHAN PASSENGER CAR EXTERIOR
REFURBISHMENT. (A) FIT GHAN LOGO TO CARS (B) FIT VINYL STRIPE TO
CARS (RS4279)’.

26.07.1988 Alteration “GHAN’ PASSENGER CAR INTERIOR REFURBISHMENT. A.
REFURBISH INTERIOR OF ALL CARS IN ACCORDANCE WITH DRAWINGS. B.
RECLASSIFY CDF 265 TO AOB 265. (RS4304)’. New class: ‘AOB’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BEARERS’.
24.11.1989 Repair ‘BOGIE CLEARANCE’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘WHEEL SET’.
05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN

MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.
09.06.1992 Repair ‘WHEEL SET’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
12.06.1992 Repair ‘END BRAKE COCK’.
12.06.1992 Repair ‘END HOSE’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1993 Repair ‘BRAKE PULL ROD’.
23.07.1993 Repair ‘WHEEL SET’.

HGM 900

Details: wagon ‘HGM 900 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $167390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 113
Date Built: 18.07.1975
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;I.P. VAN
BSG Code: BSPL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 13.03.1990
Last Triple Valve: 25.01.1990
Last Lift: 18.12.1984

10.12.1979 Alteration ‘MODIFICATION TO BUFFER BEAM ASSEMBLY. DWG 3C 40A.
ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER VANS.
DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959. (IP0282)’.

11.02.1982 Alteration complete ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO.
40 PG CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration ‘REMOVAL OF ALL MARKER LIGHT BRACKETS EXCEPT THE
MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE RIGHT HAND SIDE
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OF AUTOMATIC COUPLER EACH END OF CAR. HGM & HM CARS.
‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Repair ‘BOGIE CLEARANCE’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.01.1990 Repair ‘CONCERTINA (PASS.)’.
10.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1990 Repair ‘END COMPLETE’.
10.01.1990 Repair ‘END HOSE’.
10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1990 Repair ‘VESTIBULE (PASS.)’.
13.03.1990 Repair ‘EXHAUST FANS (PASS.)’.
13.03.1990 Repair ‘LIGHTING (INTERIOR)’.
13.03.1990 Repair ‘POWER UNIT (PASS.)’.
05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN

MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.

HGM 902

Details: wagon ‘HGM 902 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $167390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 113
Date Built: 28.05.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;I.P. VAN
BSG Code: BSPL
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Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 07.11.1990
Last Single Car Test: 29.07.1988
Last Lift: 23.12.1985

10.12.1979 Alteration ‘MODIFICATION TO BUFFER BEAM ASSEMBLY. DWG 3C 40A.
ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration complete ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER
VANS. DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959.
(IP0282)’.

11.02.1982 Alteration ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO. 40 PG
CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration ‘REMOVAL OF ALL MARKER LIGHT BRACKETS EXCEPT THE
MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE RIGHT HAND SIDE
OF AUTOMATIC COUPLER EACH END OF CAR. HGM & HM CARS.
‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

07.11.1990 Repair ‘WHEEL SET’.
05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN

MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.
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HGM 903

Details: wagon ‘HGM 903 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $167390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 113
Date Built: 21.02.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;I.P. VAN
BSG Code: BSPL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 24.08.1992
Last Triple Valve: 31.10.1990
Last Lift: 31.10.1979

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration complete ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER
VANS. DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959.
(IP0282)’.

11.02.1982 Alteration complete ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO.
40 PG CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.
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31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration complete ‘REMOVAL OF ALL MARKER LIGHT BRACKETS
EXCEPT THE MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE
RIGHT HAND SIDE OF AUTOMATIC COUPLER EACH END OF CAR. HGM &
HM CARS. ‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN
MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.

24.08.1992 Repair ‘WHEEL SET’.

HGM 904

Details: wagon ‘HGM 904 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $167390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 113
Date Built: 01.05.1969
Operating System: IP POOL
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;I.P. VAN
BSG Code: BSPL

Capacity of 1 crew

Fleet Grp Code: AH EX
Return to Service Date: 25.09.1992
Last Triple Valve: 01.10.1992
Last Lift: 14.08.1981
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10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER VANS.
DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959. (IP0282)’.

11.02.1982 Alteration complete ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO.
40 PG CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

15.05.1985 Alteration complete ‘MANUFACTURE AND FIT (1 SET) OF 3 MUFFLERS
TO 1 ONLY ‘HGM’ POWER VAN (FOR TRIAL). VEHICLE TO BE SELECTED
(RS4042)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration complete ‘REMOVAL OF ALL MARKER LIGHT BRACKETS
EXCEPT THE MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE
RIGHT HAND SIDE OF AUTOMATIC COUPLER EACH END OF CAR. HGM &
HM CARS. ‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration complete ‘RELOCATION OF DOOR HAND HOLDS AND LOCK
BAR SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

15.01.1990 Repair ‘POWER UNIT (PASS.)’.
05.06.1991 Alteration ‘FIT PRIMING FUEL PUMPS TO EXISTING ‘HGM’ POWER VAN

MOTORS, AS PER HGM317, MOTOR NO.3. ALL HGM. (RS4606)’.
07.11.1991 Repair ‘WHEEL SET’.
25.09.1992 Repair ‘CONCERTINA (PASS.)’.
25.09.1992 Repair ‘DRAFT GEAR POCKET’.
25.09.1992 Repair ‘HEADSTOCK’.
25.09.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
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2.321 Wagon classification starting with ‘HH’

HH 1

Details: wagon ‘HH 1 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.57m
Tare Weight: 20.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W138
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX QA23 & HA1
BSG Code: FTHZ

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: NC
Return to Service Date: 20.10.1995
Due Triple Valve: 22.08.1990
Last Triple Valve: 26.07.1989
Last Single Car Test: 13.10.1994

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1989 Repair ‘DISCHARGE DOOR’.
25.07.1989 Repair ‘DOOR SEAL’.
25.07.1989 Repair ‘END HOSE’.
25.07.1989 Repair ‘HOSE FITTINGS’.
25.07.1989 Repair ‘NYLON HOSE’.
25.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘DISCHARGE DOOR’.
09.11.1989 Repair ‘DOOR OPENING MECHANISM’.
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE COMPLETE’.
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20.11.1989 Repair ‘COUPLER COMPLETE’.
20.11.1989 Repair ‘DISCHARGE DOOR’.
20.11.1989 Repair ‘DOOR HINGES AND PINS’.
20.11.1989 Repair ‘VEHICLE STENCILS’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘DISCHARGE DOOR’.
31.01.1990 Repair ‘END BRAKE COCK’.
31.01.1990 Repair ‘STEP’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘DISCHARGE DOOR’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘BRAKE CONTROL PIPE’.
12.09.1991 Repair ‘BRANCH PIPE’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘DOOR COMPLETE’.
12.09.1991 Repair ‘DOOR SEAL’.
12.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1991 Repair ‘END BRAKE COCK’.
12.09.1991 Repair ‘END HOSE’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘TRAIN PIPE (END)’.
12.09.1991 Repair ‘TRAIN PIPE’.
12.09.1991 Repair ‘VEHICLE COMPLETE’.
12.09.1991 Repair ‘VEHICLE RETARE’.
12.09.1991 Repair ‘YOKE COMPLETE’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘COUPLER COMPLETE’.
19.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.11.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘COUPLER COMPLETE’.
17.09.1993 Repair ‘DISCHARGE DOOR’.
17.09.1993 Repair ‘DISCHARGE DOOR’.
17.09.1993 Repair ‘DOOR OPENING MECHANISM’.
17.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘ROOF COMPLETE’.
08.06.1994 Repair ‘SIDE STEP’.
08.06.1994 Repair ‘TRAIN PIPE’.
30.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1994 Repair ‘BOGIE COMPLETE’.
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30.08.1994 Repair ‘COUPLER COMPLETE’.
30.08.1994 Repair ‘END FRAME MEMBER’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘BOGIE COMPLETE’.
12.10.1994 Repair ‘COUPLER COMPLETE’.
12.10.1994 Repair ‘COUPLER COMPLETE’.
12.10.1994 Repair ‘YOKE COMPLETE’.
18.08.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1995 Repair ‘DISCHARGE DOOR’.

HH 2

Details: wagon ‘HH 2 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.57m
Tare Weight: 19.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W138
Date Built: 01.07.1968
Operating System: AN
Intended Use: SUPER
Remarks: EX HA4 & 5
BSG Code: FTHZ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF NC
Return to Service Date: 22.04.1996
Last Triple Valve: 25.10.1989
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 08.06.1994

13.04.1989 Alteration complete ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1
HH CLASS WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight:
‘22.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE COMPLETE’.
25.10.1989 Repair ‘BRAKE CONTROL PIPE’.
25.10.1989 Repair ‘BRAKE PULL ROD’.
25.10.1989 Repair ‘BRANCH PIPE’.
25.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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25.10.1989 Repair ‘DOOR COMPLETE’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘END BRAKE COCK’.
25.10.1989 Repair ‘END HOSE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1989 Repair ‘HANDBRAKE HANDLE’.
25.10.1989 Repair ‘HOSE FITTINGS’.
25.10.1989 Repair ‘ISOLATING COCK’.
25.10.1989 Repair ‘NYLON HOSE’.
25.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1989 Repair ‘ROOF COMPLETE’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
25.10.1989 Repair ‘TRAIN PIPE’.
25.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1989 Repair ‘VEHICLE COMPLETE’.
25.10.1989 Repair ‘VEHICLE LOAD CAPACITY’.
25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Repair ‘VEHICLE RENUMBERED’.
25.10.1989 Repair ‘VEHICLE RETARE’.
25.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘HA 4 A’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘DISCHARGE DOOR’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘DISCHARGE DOOR’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘BRANCH PIPE’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘DISCHARGE DOOR’.
16.01.1992 Repair ‘DOOR OPENING MECHANISM’.
16.01.1992 Repair ‘DOOR SEAL’.
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
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01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘DISCHARGE DOOR’.
22.09.1992 Repair ‘DOOR OPENING MECHANISM’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DISCHARGE DOOR’.
08.12.1992 Repair ‘DOOR OPENING MECHANISM’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BOGIE COMPLETE’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘BRAKE LEVER’.
17.12.1992 Repair ‘BRAKE PIN’.
17.12.1992 Repair ‘COUPLER COMPLETE’.
17.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1992 Repair ‘WHEEL SET’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE CONTROL PIPE’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘END BRAKE COCK’.
06.04.1993 Repair ‘HANDRAILS END’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘COUPLER COMPLETE’.
22.04.1993 Repair ‘DISCHARGE DOOR’.
22.04.1993 Repair ‘DOOR OPENING MECHANISM’.
22.04.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE COMPLETE’.
31.05.1993 Repair ‘COUPLER COMPLETE’.
31.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.05.1993 Repair ‘DISCHARGE DOOR’.
31.05.1993 Repair ‘DOOR OPENING MECHANISM’.
31.05.1993 Repair ‘YOKE CARRIER’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘DISCHARGE DOOR’.
06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
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06.12.1993 Repair ‘DOOR OPENING MECHANISM’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
05.05.1995 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1995 Repair ‘DISCHARGE DOOR’.
22.04.1996 Repair ‘DISCHARGE DOOR’.
99.99.9999 Reclassified from wagon ‘HH 2 T’ to ’ wagon ‘HG 1 X’.

HH 3

Details: wagon ‘HH 3 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.57m
Tare Weight: 20tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W138
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX HA6 & 7
BSG Code: FTHZ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF NC
Return to Service Date: 10.12.1993
Last Triple Valve: 28.11.1989
Last Brake Cylinder: 28.11.1989
Last Single Car Test: 10.12.1993

13.04.1989 Alteration complete ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1
HH CLASS WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight:
‘22.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Issued at location ‘Howth’ with a previous code of wagon ‘HA 6 S’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
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24.08.1989 Repair ‘DISCHARGE DOOR’.
24.08.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘HA 6 S’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘BRAKE CONTROL PIPE’.
27.11.1989 Repair ‘BRAKE PULL ROD’.
27.11.1989 Repair ‘BRANCH PIPE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.11.1989 Repair ‘DOOR LOCK MECHANISM’.
27.11.1989 Repair ‘DOOR OPENING MECHANISM’.
27.11.1989 Repair ‘EMPTY LOAD VALVE’.
27.11.1989 Repair ‘END BRAKE COCK’.
27.11.1989 Repair ‘END HOSE’.
27.11.1989 Repair ‘GRADE CONTROL VALVE’.
27.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1989 Repair ‘HANDBRAKE HANDLE’.
27.11.1989 Repair ‘HOSE FITTINGS’.
27.11.1989 Repair ‘ISOLATING COCK’.
27.11.1989 Repair ‘NYLON HOSE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Repair ‘SIDE BEARER’.
27.11.1989 Repair ‘SIDE STEP’.
27.11.1989 Repair ‘TOP CENTRE PLATE’.
27.11.1989 Repair ‘TRAIN PIPE (END)’.
27.11.1989 Repair ‘TRAIN PIPE’.
27.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
27.11.1989 Repair ‘VEHICLE RECLASSIFY’.
27.11.1989 Repair ‘VEHICLE RENUMBERED’.
27.11.1989 Repair ‘VEHICLE RETARE’.
27.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘HA 6 S’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘DOOR COVERING’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘ROOF COMPLETE’.
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Repair ‘VEHICLE LOAD CAPACITY’.
24.05.1990 Repair ‘VEHICLE RETARE’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE LEVER’.
13.12.1990 Repair ‘BRAKE PIN’.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Repair ‘DOOR HINGES AND PINS’.
13.12.1990 Repair ‘DOOR OPENING MECHANISM’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘DISCHARGE DOOR’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.10.1991 Repair ‘DISCHARGE DOOR’.
08.10.1991 Repair ‘DOOR LOCK MECHANISM’.
08.10.1991 Repair ‘DOOR OPENING MECHANISM’.
08.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.10.1991 Repair ‘STEP’.
08.10.1991 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘BRAKE BLOCK RB95’.
10.09.1992 Repair ‘COUPLER COMPLETE’.
10.09.1992 Repair ‘DISCHARGE DOOR’.
10.09.1992 Repair ‘DOOR HINGES AND PINS’.
10.09.1992 Repair ‘DOOR LOCK MECHANISM’.
10.09.1992 Repair ‘DOOR OPENING MECHANISM’.
10.09.1992 Repair ‘WHEEL SET’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘COUPLER COMPLETE’.
18.02.1993 Repair ‘COUPLER COMPLETE’.
18.02.1993 Repair ‘DISCHARGE DOOR’.
18.02.1993 Repair ‘DISCHARGE DOOR’.
18.02.1993 Repair ‘DOOR LOCK MECHANISM’.
18.02.1993 Repair ‘DOOR LOCK MECHANISM’.
18.02.1993 Repair ‘DOOR OPENING MECHANISM’.
18.02.1993 Repair ‘DOOR OPENING MECHANISM’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.03.1993 Repair ‘TRAIN PIPE (END)’.
12.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘DISCHARGE DOOR’.
06.04.1993 Repair ‘DOOR HINGES AND PINS’.
06.04.1993 Repair ‘HANDRAILS END’.
06.04.1993 Repair ‘SIDE STEP’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE COMPLETE’.
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18.10.1993 Repair ‘COUPLER COMPLETE’.
18.10.1993 Repair ‘DISCHARGE DOOR’.
18.10.1993 Repair ‘END FRAME MEMBER’.
18.10.1993 Repair ‘ROOF COMPLETE’.
18.10.1993 Repair ‘SIDE STEP’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE COMPLETE’.
24.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘DOOR OPENING MECHANISM’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘RELAY VALVE’.

HH 4

Details: wagon ‘HH 4 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.57m
Tare Weight: 19.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W138
Date Built: 01.07.1969
Operating System: AN
Intended Use: SUPER
Remarks: EX HA8 & 9
BSG Code: FTHZ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: AF NC
Return to Service Date: 14.05.1996
Last Triple Valve: 17.05.1990
Last Brake Cylinder: 17.05.1990
Last Single Car Test: 20.09.1994

13.04.1989 Alteration complete ‘CUT AND JOIN 2 HA CLASS WAGONS TO FORM 1
HH CLASS WAGON. (2117)’. Length Over Headstocks: ‘14.7m’. Tare Weight:
‘22.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘HH’. Intended use: ‘COAL’. Capacity: ‘40T.’

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘DOOR HINGES AND PINS’.
23.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘HA 8 N’
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Issued at location ‘Howth’ with a previous code of wagon ‘HA 8 N’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘HA 8 N’
16.05.1990 Repair ‘ROOF COMPLETE’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.09.1990 Repair ‘DOOR OPENING MECHANISM’.
28.09.1990 Repair ‘HANDBRAKE HANDLE’.
28.09.1990 Repair ‘LADDER’.
28.09.1990 Repair ‘LADDER’.
28.09.1990 Repair ‘ROOF COMPLETE’.
28.09.1990 Repair ‘SIDE BEARER’.
28.09.1990 Repair ‘STEP’.
28.09.1990 Repair ‘TOP CENTRE PLATE’.
28.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1990 Repair ‘YOKE CARRIER’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
05.10.1990 Repair ‘BRANCH PIPE’.
05.10.1990 Repair ‘COUPLER COMPLETE’.
05.10.1990 Repair ‘DISCHARGE DOOR’.
05.10.1990 Repair ‘DOOR OPENING MECHANISM’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘COUPLER COMPLETE’.
14.01.1991 Repair ‘DISCHARGE DOOR’.
14.01.1991 Repair ‘DOOR OPENING MECHANISM’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘DISCHARGE DOOR’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘DISCHARGE DOOR’.
28.06.1991 Repair ‘END BRAKE COCK’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE BLOCK RB95’.
10.04.1992 Repair ‘BRAKE LEVER’.
11.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.09.1992 Repair ‘DISCHARGE DOOR’.
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘DISCHARGE DOOR’.
06.10.1992 Repair ‘DOOR OPENING MECHANISM’.
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06.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘SIDE BEARER’.
26.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1994 Repair ‘BOGIE COMPLETE’.
26.08.1994 Repair ‘COUPLER COMPLETE’.
26.08.1994 Repair ‘EMPTY LOAD VALVE’.
19.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘BRAKE BLOCK RB95’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
19.09.1994 Repair ‘DISCHARGE DOOR’.
19.09.1994 Repair ‘DOOR OPENING MECHANISM’.
19.09.1994 Repair ‘RELAY VALVE’.
14.05.1996 Repair ‘WHEEL SET’.

2.322 Wagon classification starting with ‘HM’

HM 255

Details: wagon ‘HM 255 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $80100
Diagram Book Page No.: NS 120
Date Built: 16.05.1969
Operating System: IP POOL
Intended Use: MAIL
BSG Code: PSPZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 27.11.1990
Due Triple Valve: 11.07.1990
Last Lift: 14.05.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.
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14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE

HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
04.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
04.07.1989 Repair ‘SIDE BEARER’.
04.07.1989 Repair ‘TRAIN PIPE’.
04.07.1989 Repair ‘YOKE CARRIER’.
04.07.1989 Repair ‘YOKE COMPLETE’.
27.11.1990 Repair ‘WHEEL SET’.

HM 256

Details: wagon ‘HM 256 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $80100
Diagram Book Page No.: NS 120
Date Built: 11.06.1969
Operating System: IP POOL
Intended Use: MAIL
BSG Code: PSPZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 11.08.1992
Last Lift: 03.04.1981
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration complete ‘MOUNT STEP LAMPS. (01s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

21.09.1989 Repair ‘WHEEL SET’.
10.10.1990 Repair ‘WHEEL SET’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.12.1990 Repair ‘BOGIE BEARERS’.
04.12.1990 Repair ‘BOGIE CLEARANCE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1990 Repair ‘END COMPLETE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘WHEEL SET’.

HM 311

Details: wagon ‘HM 311 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $123890
Diagram Book Page No.: NS 120
Date Built: 26.03.1974
Operating System: IP POOL
Intended Use: MAIL
BSG Code: PSPZ

Capacity of 15.2 tonnes
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Fleet Grp Code: AH
Return to Service Date: 17.09.1990
Last Triple Valve: 21.09.1990
Last Lift: 12.05.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

17.09.1990 Repair ‘BOGIE BEARERS’.
17.09.1990 Repair ‘BOGIE CLEARANCE’.
17.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1990 Repair ‘END COMPLETE’.
17.09.1990 Repair ‘TOP CENTRE PLATE’.
17.09.1990 Repair ‘YOKE COMPLETE’.
17.09.1990 Repair ‘YOKE PIN’.

HM 312

Details: wagon ‘HM 312 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $123890
Diagram Book Page No.: NS 120
Date Built: 22.04.1974
Operating System: IP POOL
Intended Use: MAIL
BSG Code: PSPZ

Capacity of 15.2 tonnes
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Fleet Grp Code: AH
Return to Service Date: 20.02.1990
Due Triple Valve: 05.03.1991
Last Lift: 06.09.1986

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration ‘MOUNT STEP LAMPS. (01s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

13.04.1987 Alteration complete ‘REMOVE ALL MARKER LAMP BRACKETS FROM
THE REAR OF ROLLINGSTOCK. (RS4194)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

06.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.07.1989 Repair ‘BOGIE CLEARANCE’.
26.07.1989 Repair ‘END COMPLETE’.
26.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘BATTERY BOX (PASS.)’.
20.02.1990 Repair ‘BATTERY CHARGER (PASS.)’.
20.02.1990 Repair ‘ELECTRICAL CONTROL PANEL (PASS.)’.
20.02.1990 Repair ‘LIGHTING (INTERIOR)’.

HM 318

Details: wagon ‘HM 318 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $152130
Diagram Book Page No.: NS 120
Date Built: 07.05.1975
Operating System: TRANS POOL
Intended Use: MAIL
BSG Code: PSTZ

Capacity of 15.2 tonnes
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Fleet Grp Code: AH
Return to Service Date: 30.01.1991
Last Brake Cylinder: 28.07.1988
Last Single Car Test: 28.07.1988
Last Lift: 23.09.1983

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

14.01.1982 Alteration complete ‘MOUNT STEP LAMPS. (01s82)’.
07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS

SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.04.1988 Alteration complete ‘GHAN PASSENGER CAR EXTERIOR
REFURBISHMENT. (A) FIT GHAN LOGO TO CARS (B) FIT VINYL STRIPE TO
CARS (RS4279)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘BOGIE CLEARANCE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘BRANCH PIPE’.
19.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘DOOR COMPLETE’.
19.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1989 Repair ‘END COMPLETE’.
19.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1990 Repair ‘WHEEL SET’.
09.11.1990 Repair ‘WHEEL SET’.
30.01.1991 Repair ‘WHEEL SET’.

HM 901

Details: wagon ‘HM 901 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $152130
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 120
Date Built: 10.05.1975
Operating System: IP POOL
Intended Use: MAIL
Remarks: I.P.VANS
BSG Code: PSPZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 08.11.1991
Last Lift: 18.04.1978

10.12.1979 Alteration ‘MODIFICATION TO BUFFER BEAM ASSEMBLY. DWG 3C 40A.
ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP1279)’.

09.01.1980 Alteration ‘MODIFICATION OF DRAFTGEAR POCKET AND HEADSTOCK.
DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC, ARJ, ARL, ARM,
BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration complete ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER
VANS. DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959.
(IP0282)’.

11.02.1982 Alteration ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO. 40 PG
CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration ‘REMOVAL OF ALL MARKER LIGHT BRACKETS EXCEPT THE
MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE RIGHT HAND SIDE
OF AUTOMATIC COUPLER EACH END OF CAR. HGM & HM CARS.
‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.
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24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Repair ‘BOGIE CLEARANCE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRANCH PIPE’.
24.11.1989 Repair ‘CONCERTINA (PASS.)’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘VESTIBULE (PASS.)’.
24.11.1989 Repair ‘WEAR PLATES & SADDLES’.
24.11.1989 Repair ‘YOKE CARRIER’.
24.11.1989 Repair ‘YOKE PIN’.
08.11.1991 Repair ‘WHEEL SET’.

HM 957

Details: wagon ‘HM 957 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $78880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 120
Date Built: 12.06.1969
Operating System: IP POOL
Intended Use: MAIL
Remarks: I.P.VANS
BSG Code: PSPZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 24.03.1993
Last Lift: 07.12.1979

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.
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09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration complete ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER
VANS. DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959.
(IP0282)’.

11.02.1982 Alteration complete ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO.
40 PG CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO INCREASE
CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration ‘REMOVAL OF ALL MARKER LIGHT BRACKETS EXCEPT THE
MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE RIGHT HAND SIDE
OF AUTOMATIC COUPLER EACH END OF CAR. HGM & HM CARS.
‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

04.05.1990 Repair ‘WHEEL SET’.
24.03.1993 Repair ‘WHEEL SET’.

HM 958

Details: wagon ‘HM 958 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $78880
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 120
Date Built: 17.06.1969

6970



2.322. Wagon classification starting with ‘HM’

Operating System: IP POOL
Intended Use: MAIL
Remarks: I.P.VANS
BSG Code: PSPZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 16.07.1993
Last Triple Valve: 31.10.1990
Last Lift: 19.04.1983

10.12.1979 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSEMBLY.
DWG 3C 40A. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM.
(IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER VANS.
DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959. (IP0282)’.

11.02.1982 Alteration ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO. 40 PG
CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration ‘REMOVAL OF ALL MARKER LIGHT BRACKETS EXCEPT THE
MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE RIGHT HAND SIDE
OF AUTOMATIC COUPLER EACH END OF CAR. HGM & HM CARS.
‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

24.08.1989 Repair ‘WHEEL SET’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.10.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
11.10.1990 Repair ‘BOGIE CLEARANCE’.
11.10.1990 Repair ‘BOGIE COMPLETE’.
11.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.10.1990 Repair ‘CONCERTINA (PASS.)’.
11.10.1990 Repair ‘CONCERTINA (PASS.)’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.10.1990 Repair ‘END COMPLETE’.
11.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1990 Repair ‘YOKE CARRIER’.
11.10.1990 Repair ‘YOKE PIN’.
16.07.1993 Repair ‘WHEEL SET’.

HM 959

Details: wagon ‘HM 959 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $78720
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 120
Date Built: 09.07.1969
Operating System: IP POOL
Intended Use: MAIL
Remarks: I.P.VANS
BSG Code: PSPZ

Capacity of 15.2 tonnes

Fleet Grp Code: AH
Return to Service Date: 22.02.1991
Last Triple Valve: 22.08.1989
Last Lift: 12.03.1980

10.12.1979 Alteration ‘MODIFICATION TO BUFFER BEAM ASSEMBLY. DWG 3C 40A.
ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP1279)’.

09.01.1980 Alteration complete ‘MODIFICATION OF DRAFTGEAR POCKET AND
HEADSTOCK. DWGS. 1C 130, 1C 131, 1C 132, 2C 109, 2C 110, 2C 111. ALL AFC,
ARJ, ARL, ARM, BRG, BRJ, CDF, DF, ER, HGM, HM. (IP0380)’.

09.01.1980 Alteration complete ‘REPLACEMENT OF MINER RF361 DRAFTGEAR
WITH R 361-7 TYPE DRAFTGEAR. ALL AFC, ARJ, ARL, ARM, BRG, BRJ, CDF, DF,
ER, HGM, HM. (IP0280)’.
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

13.01.1982 Alteration complete ‘MOUNT STEP LAMPS TO MAIL VANS AND POWER
VANS. DWGS. 1C 181, 1C 129. HGM 900, 902, 903, 904. HM 901, 957, 958, 959.
(IP0282)’.

11.02.1982 Alteration complete ‘FITTING OF ADJUSTABLE HACK SAW ‘ECLIPSE’ NO.
40 PG CAT. NO. 1262410 AND 6 NO. HEAVY DUTY FLEXIBLE TUNGSTEN ALLOY
BLADES IN TOOL BOX. HGM 900,902,903,904. HM 901,957,958,959. (IP0382)’.

07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE
HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

31.07.1984 Alteration ‘REPLACE TRUNNIONS AND SCREW AS USED ON WATER
TANKS SUSPENSION FOR HOT AND COLD WATER TANKS. DWG. BC 12545B.I.
ITEMS 6,7,8. ALL CARS. (IP0284)’.

17.12.1986 Alteration ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

05.02.1987 Alteration complete ‘REPLACE DIAPHRAGM SIDE STEM SPRINGS TO
INCREASE CLOSING FORCE. APPLICABLE DRAWINGS 3C-110 (IP0187)’.

14.05.1987 Alteration ‘REMOVAL OF ALL MARKER LIGHT BRACKETS EXCEPT THE
MARKER LIGHT BRACKET (AT END SILL HEIGHT) ON THE RIGHT HAND SIDE
OF AUTOMATIC COUPLER EACH END OF CAR. HGM & HM CARS.
‘SUPERSEDES IP0487’ (IP0587)’.

26.08.1987 Alteration complete ‘MODIFICATION TO BUFFER BEAM ASSY ON ALL IP
PASSENGER CARS AS PER DRAWING 2C.193 (IP0887)’.

27.06.1989 Alteration ‘RELOCATION OF DOOR HAND HOLDS AND LOCK BAR
SUPPORTS BRACKETS ON SIDE LOADING DOORS. HGM & HM (RS4411)’.

10.07.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BATTERY BOX (PASS.)’.
01.08.1989 Repair ‘BATTERY CHARGER (PASS.)’.
01.08.1989 Repair ‘ELECTRICAL CONTROL PANEL (PASS.)’.
01.08.1989 Repair ‘LIGHTING (INTERIOR)’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.08.1989 Repair ‘BOGIE CLEARANCE’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.08.1989 Repair ‘CONCERTINA (PASS.)’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
02.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1989 Repair ‘SIDE BEARER’.
02.08.1989 Repair ‘TOP CENTRE PLATE’.
02.08.1989 Repair ‘VESTIBULE (PASS.)’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.10.1989 Repair ‘BRANCH PIPE’.
26.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1989 Repair ‘WEAR PLATES & SADDLES’.
22.02.1991 Repair ‘WHEEL SET’.

2.323 Wagon classification starting with ‘HMX’

HMX 29537

11.01.1989 Reclassified from wagon ‘HMX 29537 Q’ to ’ wagon ‘NFHX 29537 K’.

2.324 Wagon classification starting with ‘HN’

HN 11001

Details: wagon ‘HN 11001 K’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 09.07.1946
Operating System: AN
Intended Use: BALLAST
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 09.11.1995
Last Triple Valve: 20.12.1990
Last Single Car Test: 09.11.1995
Last Lift: 14.05.1982

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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20.12.1990 Repair ‘COUPLER COMPLETE’.
20.12.1990 Repair ‘DISCHARGE DOOR’.
20.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1990 Repair ‘YOKE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DOOR COVERING’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
29.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1993 Repair ‘END BRAKE COCK’.
29.07.1993 Repair ‘YOKE COMPLETE’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Repair ‘DOOR COMPLETE’.
22.12.1993 Repair ‘DOOR OPENING MECHANISM’.
22.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1993 Repair ‘WHEEL SET’.
22.12.1993 Repair ‘YOKE COMPLETE’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.

HN 11002

Details: wagon ‘HN 11002 T’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $5580
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 03.07.1946
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB
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Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 09.11.1995
Last Triple Valve: 03.03.1992
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DOOR COVERING’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘DOOR SEAL’.
07.02.1994 Repair ‘LASHING POINT’.
07.02.1994 Repair ‘TOP CENTRE PLATE’.
07.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1994 Repair ‘WHEEL SET’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.
09.11.1995 Repair ‘WEAR PLATES & SADDLES’.

HN 11003

Details: wagon ‘HN 11003 F’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 26.07.1946
Operating System: AN
Intended Use: BALLAST
BSG Code: DEHB
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Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 24.11.1995
Last Triple Valve: 03.03.1992
Last Single Car Test: 06.01.1994
Last Lift: 23.02.1983

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘DISCHARGE DOOR’.
05.02.1991 Repair ‘WHEEL SET’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.03.1992 Repair ‘DISCHARGE DOOR’.
03.03.1992 Repair ‘DOOR COVERING’.
03.03.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.01.1993 Repair ‘HANDRAILS END’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.01.1993 Repair ‘HANDRAILS END’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘DOOR COMPLETE’.
23.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1993 Repair ‘LASHING POINT’.
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1993 Repair ‘END BOARDS’.
14.09.1993 Repair ‘LASHING POINT’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘DOOR FRAME’.
08.10.1993 Repair ‘DOOR SEAL’.
08.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BEARERS’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘BOGIE COMPLETE’.
06.12.1993 Repair ‘BRAKE BLOCK RB95’.
06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.12.1993 Repair ‘SIDE STEP’.
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06.12.1993 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.01.1994 Repair ‘YOKE COMPLETE’.

HN 11004

Details: wagon ‘HN 11004 Y’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $5580
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 09.07.1946
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 09.11.1995
Last Triple Valve: 29.05.1991
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘BRAKE CONTROL PIPE’.
29.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.05.1991 Repair ‘BRAKE LEVER’.
29.05.1991 Repair ‘BRANCH PIPE’.
29.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.05.1991 Repair ‘COUPLER COMPLETE’.
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29.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.05.1991 Repair ‘DOOR FRAME’.
29.05.1991 Repair ‘DOOR HINGES AND PINS’.
29.05.1991 Repair ‘DOOR HINGES AND PINS’.
29.05.1991 Repair ‘DOOR HINGES AND PINS’.
29.05.1991 Repair ‘DOOR OPENING MECHANISM’.
29.05.1991 Repair ‘DOOR SEAL’.
29.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.05.1991 Repair ‘END BRAKE COCK’.
29.05.1991 Repair ‘END HOSE’.
29.05.1991 Repair ‘END SILL’.
29.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1991 Repair ‘HANDRAILS END’.
29.05.1991 Repair ‘HOSE FITTINGS’.
29.05.1991 Repair ‘ISOLATING COCK’.
29.05.1991 Repair ‘NYLON HOSE’.
29.05.1991 Repair ‘SIDE BEARER’.
29.05.1991 Repair ‘STEP’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
29.05.1991 Repair ‘TRAIN PIPE’.
29.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1991 Repair ‘WEAR PLATES & SADDLES’.
29.05.1991 Repair ‘YOKE COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘DOOR OPENING MECHANISM’.
19.06.1991 Repair ‘DOOR SEAL’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BOLSTER’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
12.06.1992 Repair ‘BOGIE SIDEFRAME’.
12.06.1992 Repair ‘BOGIE WEAR PLATES’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘COUPLER COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
12.06.1992 Repair ‘DISCHARGE DOOR’.
12.06.1992 Repair ‘DOOR OPENING MECHANISM’.
12.06.1992 Repair ‘WHEEL SET’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
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22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘LASHING POINT’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.

HN 11005

Details: wagon ‘HN 11005 A’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 03.07.1946
Operating System: AN
Intended Use: BALLAST
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 16.02.1996
Last Triple Valve: 06.12.1993
Last Single Car Test: 24.05.1995
Last Lift: 16.06.1982

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘WHEEL SET’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.01.1992 Repair ‘ROOF COMPLETE’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘DISCHARGE DOOR’.
23.03.1993 Repair ‘STEP’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘DOOR FRAME’.
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08.10.1993 Repair ‘DOOR SEAL’.
08.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BRAKE LEVER’.
06.12.1993 Repair ‘BRAKE PULL ROD’.
06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Repair ‘BRANCH PIPE’.
06.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.12.1993 Repair ‘DOOR COVERING’.
06.12.1993 Repair ‘SIDE BOARDS’.
06.12.1993 Repair ‘STEP’.
06.12.1993 Repair ‘WHEEL SET’.
15.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1994 Repair ‘BOGIE COMPLETE’.
15.07.1994 Repair ‘DOOR COMPLETE’.
07.02.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1995 Repair ‘BOGIE COMPLETE’.
07.02.1995 Repair ‘DOOR COMPLETE’.
07.02.1995 Repair ‘END HOSE’.
07.02.1995 Repair ‘WEAR PLATES & SADDLES’.
07.02.1995 Repair ‘WHEEL SET’.
24.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1995 Repair ‘BOGIE COMPLETE’.
24.05.1995 Repair ‘DOOR COMPLETE’.
24.05.1995 Repair ‘DOOR HINGES AND PINS’.
24.05.1995 Repair ‘DOOR OPENING MECHANISM’.

HN 11006

Details: wagon ‘HN 11006 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 12.07.1946
Operating System: AN
Intended Use: BALLAST
BSG Code: DEHB

Capacity of 34.5 tonnes
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Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 10.07.1996
Last Triple Valve: 02.01.1991
Last Single Car Test: 26.01.1994
Last Lift: 28.02.1983

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE BEARERS’.
02.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1991 Repair ‘BRAKE LEVER’.
02.01.1991 Repair ‘BRANCH PIPE’.
02.01.1991 Repair ‘CARD OR CLIP HOLDER’.
02.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.01.1991 Repair ‘DOOR OPENING MECHANISM’.
02.01.1991 Repair ‘DOOR SEAL’.
02.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.01.1991 Repair ‘YOKE COMPLETE’.
05.02.1991 Repair ‘WHEEL SET’.
05.02.1991 Repair ‘WHEEL SET’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1991 Repair ‘WHEEL SET’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BODY COMPLETE’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘DISCHARGE DOOR’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.02.1993 Repair ‘HANDRAILS END’.
26.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1994 Repair ‘BOGIE COMPLETE’.
26.01.1994 Repair ‘DISCHARGE DOOR’.
26.01.1994 Repair ‘DOOR OPENING MECHANISM’.
26.01.1994 Repair ‘DRAFT GEAR POCKET’.
26.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.01.1994 Repair ‘STEP’.
26.01.1994 Repair ‘WEAR PLATES & SADDLES’.
26.01.1994 Repair ‘WHEEL SET’.
26.01.1994 Repair ‘YOKE COMPLETE’.

HN 11007

Details: wagon ‘HN 11007 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
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Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 12.07.1946
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 14.11.1995
Last Triple Valve: 19.03.1991
Last Brake Cylinder: 12.03.1993
Last Single Car Test: 13.04.1993

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.03.1991 Repair ‘COUPLER COMPLETE’.
19.03.1991 Repair ‘DISCHARGE DOOR’.
19.03.1991 Repair ‘DOOR OPENING MECHANISM’.
19.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1991 Repair ‘END BRAKE COCK’.
19.03.1991 Repair ‘END HOSE’.
19.03.1991 Repair ‘SIDE BEARER’.
19.03.1991 Repair ‘WHEEL SET’.
19.03.1991 Repair ‘YOKE COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BOLSTER’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘DISCHARGE DOOR’.
12.03.1993 Repair ‘DOOR HOPPER LOADING’.
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12.03.1993 Repair ‘LASHING POINT’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘SIDE BEARER’.
12.03.1993 Repair ‘SIDE BEARER’.
12.03.1993 Repair ‘TOP CENTRE PLATE’.
12.03.1993 Repair ‘TRANSOM’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘DISCHARGE DOOR’.
13.04.1993 Repair ‘DISCHARGE DOOR’.

HN 11008

Details: wagon ‘HN 11008 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $5580
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 26.07.1946
Operating System: AN
Intended Use: BALLAST
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 09.11.1995
Last Triple Valve: 07.01.1991
Last Single Car Test: 09.11.1995
Last Lift: 15.07.1982

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BEARERS’.
07.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.01.1991 Repair ‘COUPLER COMPLETE’.
07.01.1991 Repair ‘DOOR SEAL’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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07.01.1991 Repair ‘ROOF BOARDS’.
07.01.1991 Repair ‘TRAIN PIPE (END)’.
05.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘DOOR SEAL’.
29.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1993 Repair ‘END HOSE’.
29.07.1993 Repair ‘LASHING POINT’.
29.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘DOOR FRAME’.
08.10.1993 Repair ‘DOOR SEAL’.
08.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1995 Repair ‘BOGIE COMPLETE’.
03.11.1995 Repair ‘BRAKE PULL ROD’.
03.11.1995 Repair ‘DISCHARGE DOOR’.
03.11.1995 Repair ‘DOOR SEAL’.
03.11.1995 Repair ‘WHEEL SET’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.

HN 11009

Details: wagon ‘HN 11009 N’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $5580
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 02.08.1946
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes
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Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 14.11.1995
Due Triple Valve: 24.06.1992
Last Triple Valve: 22.10.1993
Last Single Car Test: 22.10.1993

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘DISCHARGE DOOR’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE COMPLETE’.
24.06.1991 Repair ‘BRANCH PIPE’.
24.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
24.06.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
12.06.1992 Repair ‘DOOR OPENING MECHANISM’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Repair ‘SIDE BEARER’.
12.06.1992 Repair ‘TOP CENTRE PLATE’.
12.06.1992 Repair ‘WEAR PLATES & SADDLES’.
12.06.1992 Repair ‘WHEEL SET’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘COUPLER COMPLETE’.
13.04.1993 Repair ‘DOOR OPENING MECHANISM’.
13.04.1993 Repair ‘WHEEL SET’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘DOOR FRAME’.
08.10.1993 Repair ‘DOOR SEAL’.
08.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

HN 11010

Details: wagon ‘HN 11010 J’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 14tonne
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Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $5580
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 02.08.1946
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 07.02.1996
Last Triple Valve: 18.08.1993
Last Single Car Test: 09.11.1995

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘DISCHARGE DOOR’.
05.02.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘HANDRAILS END’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1993 Repair ‘BRANCH PIPE’.
18.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘DOOR COMPLETE’.
18.08.1993 Repair ‘DRAFT GEAR POCKET’.
18.08.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.08.1993 Repair ‘TOP CENTRE PLATE’.
18.08.1993 Repair ‘WEAR PLATES & SADDLES’.
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Repair ‘YOKE CARRIER’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘DOOR FRAME’.
08.10.1993 Repair ‘DOOR SEAL’.
08.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1994 Repair ‘DISCHARGE DOOR’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.

HN 11011

Details: wagon ‘HN 11011 S’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 13.8tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $5580
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 08.08.1946
Operating System: AN
Intended Use: BALLAST
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 08.05.1996
Last Triple Valve: 13.06.1991
Last Single Car Test: 09.11.1995
Last Lift: 02.02.1983

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘DISCHARGE DOOR’.
28.02.1991 Repair ‘DOOR SEAL’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.06.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘DISCHARGE DOOR’.
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘WHEEL SET’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘DOOR COMPLETE’.
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27.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.07.1993 Repair ‘SIDE BOARDS’.
09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘BOGIE COMPLETE’.
09.11.1995 Repair ‘DOOR COMPLETE’.
09.11.1995 Repair ‘DOOR SEAL’.

HN 11012

Details: wagon ‘HN 11012 E’ in AN ‘Eyre Peninsula Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N/S
Bogie Configuration: 2X2
Original Cost: $2790
Run Restriction: Not to Run in NSW Trailing Load Restricted‘
Diagram Book Page No.: CN H-14
Date Built: 08.08.1946
Operating System: AN
Intended Use: BALLAST
Remarks: MAY BE USED FOR BULK GRAIN
BSG Code: DEHB

Capacity of 34.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: OZ SQ SV
Return to Service Date: 24.01.1996
Last Brake Cylinder: 16.02.1994
Last Single Car Test: 16.02.1994

03.03.1987 Alteration complete ‘APPLY CHECKLETTERS TO APPROXIMATELY 142
FREIGHT VEHICLES ON EYRE PENINSULA REGION IN ACCORDANCE WITH
C.M.E.‘S INSTRUCTION DATED 20.1.87 (RS4182)’.

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘DISCHARGE DOOR’.
28.02.1991 Repair ‘DOOR SEAL’.
28.02.1991 Repair ‘SIDE BOARDS’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘DISCHARGE DOOR’.
16.02.1994 Repair ‘DOOR OPENING MECHANISM’.
16.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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2.325 Wagon classification starting with ‘HQ’

HQ 1

Details: wagon ‘HQ 1 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W131
Date Built: 03.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QN
BSG Code: DTHB

Return to Service Date: 16.03.1994
Last Triple Valve: 01.10.1992
Last Single Car Test: 16.03.1994

19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE COMPLETE’.
21.05.1990 Repair ‘COUPLER COMPLETE’.
21.05.1990 Repair ‘ROOF COMPLETE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRAKE PULL ROD’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘DISCHARGE DOOR’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
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06.09.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR OPENING MECHANISM’.
18.10.1991 Repair ‘ROOF COMPLETE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘COUPLER COMPLETE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Repair ‘ROOF COMPLETE’.
27.05.1992 Repair ‘STEP’.
27.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘BOGIE COMPLETE’.
23.09.1992 Repair ‘BRAKE PIN’.
23.09.1992 Repair ‘BRAKE PULL ROD’.
23.09.1992 Repair ‘COUPLER COMPLETE’.
23.09.1992 Repair ‘ROOF COMPLETE’.
23.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘TRAIN PIPE (END)’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘DISCHARGE DOOR’.
27.04.1993 Repair ‘DOOR OPENING MECHANISM’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE COMPLETE’.
11.05.1993 Repair ‘COUPLER COMPLETE’.
11.05.1993 Repair ‘ROOF COMPLETE’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘BRAKE BLOCK RB95’.
17.09.1993 Repair ‘COUPLER COMPLETE’.
17.09.1993 Repair ‘DISCHARGE DOOR’.
17.09.1993 Repair ‘DOOR OPENING MECHANISM’.
17.09.1993 Repair ‘END SILL’.
17.09.1993 Repair ‘ROOF COMPLETE’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE PULL ROD’.
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16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘LADDER’.
16.03.1994 Repair ‘TRAIN PIPE’.

HQ 2

Details: wagon ‘HQ 2 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W131
Date Built: 09.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QN
BSG Code: DTHB

Fleet Grp Code: AH EX WT
Return to Service Date: 10.05.1994
Last Triple Valve: 20.02.1990
Last Single Car Test: 10.05.1994

01.03.1988 Alteration complete ‘RECLASSIFY QN TO HQ CLASS. (2094)’. New class:
‘HQ’.

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘SIDE BEARER’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘COUPLER COMPLETE’.
22.05.1990 Repair ‘ROOF COMPLETE’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘DISCHARGE DOOR’.
14.08.1990 Repair ‘DOOR OPENING MECHANISM’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘BRAKE BLOCK RB95’.
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06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘DISCHARGE DOOR’.
06.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR OPENING MECHANISM’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘DISCHARGE DOOR’.
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1992 Repair ‘BOGIE COMPLETE’.
02.10.1992 Repair ‘BRAKE PIN’.
02.10.1992 Repair ‘COUPLER COMPLETE’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘END SILL’.
16.09.1993 Repair ‘ROOF COMPLETE’.
16.09.1993 Repair ‘TRAIN PIPE (END)’.
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.12.1993 Repair ‘WEAR PLATES & SADDLES’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘COUPLER COMPLETE’.
11.03.1994 Repair ‘LADDER’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘BRAKE LEVER’.

HQ 3

Details: wagon ‘HQ 3 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W131
Date Built: 10.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QN
BSG Code: DTHB

Return to Service Date: 09.09.1996
Last Triple Valve: 02.04.1993
Last Single Car Test: 16.03.1994

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Repair ‘DISCHARGE DOOR’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘SIDE BEARER’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE COMPLETE’.
18.05.1990 Repair ‘COUPLER COMPLETE’.
18.05.1990 Repair ‘DOOR OPENING MECHANISM’.
18.05.1990 Repair ‘ROOF MEMBER’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘BRAKE LEVER’.
29.10.1990 Repair ‘COUPLER COMPLETE’.
29.10.1990 Repair ‘DOOR OPENING MECHANISM’.
29.10.1990 Repair ‘LADDER’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘TOP CENTRE PLATE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘BRAKE PULL ROD’.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘HOSE FITTINGS’.
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22.02.1991 Repair ‘NYLON HOSE’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR OPENING MECHANISM’.
18.10.1991 Repair ‘ROOF COMPLETE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘BRAKE BLOCK RB95’.
27.05.1992 Repair ‘COUPLER COMPLETE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Repair ‘ROOF COMPLETE’.
27.05.1992 Repair ‘STEP’.
27.05.1992 Repair ‘TRAIN PIPE’.
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘BRAKE PIN’.
23.09.1992 Repair ‘COUPLER COMPLETE’.
23.09.1992 Repair ‘ROOF COMPLETE’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE BLOCK RB95’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1993 Repair ‘TRAIN PIPE’.
02.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE COMPLETE’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘COUPLER COMPLETE’.
11.05.1993 Repair ‘ROOF COMPLETE’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘BRAKE BLOCK RB95’.
17.09.1993 Repair ‘COUPLER COMPLETE’.
17.09.1993 Repair ‘DISCHARGE DOOR’.
17.09.1993 Repair ‘DOOR OPENING MECHANISM’.
17.09.1993 Repair ‘END SILL’.
17.09.1993 Repair ‘ROOF COMPLETE’.
17.09.1993 Repair ‘STEP’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE PULL ROD’.
16.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
16.03.1994 Repair ‘LADDER’.
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16.03.1994 Repair ‘LADDER’.
09.09.1996 Repair ‘BRAKE LEVER’.
09.09.1996 Repair ‘BRAKE PULL ROD’.
09.09.1996 Repair ‘BRANCH PIPE’.

HQ 4

Details: wagon ‘HQ 4 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W131
Date Built: 09.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QN
BSG Code: DTHB

Return to Service Date: 05.10.1995
Last Triple Valve: 07.02.1991
Last Single Car Test: 19.09.1994

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘BRAKE PIN’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘END FRAME MEMBER’.

6996



2.325. Wagon classification starting with ‘HQ’

17.05.1990 Repair ‘END FRAME MEMBER’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘DISCHARGE DOOR’.
07.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘DOOR HINGES AND PINS’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘DISCHARGE DOOR’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BRAKE BLOCK RB95’.
14.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘DISCHARGE DOOR’.
04.03.1993 Repair ‘DOOR OPENING MECHANISM’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRANCH PIPE’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘END SILL’.
16.09.1993 Repair ‘VEHICLE STENCILS’.
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BOGIE COMPLETE’.
16.03.1994 Repair ‘BRAKE PIN’.
16.03.1994 Repair ‘BRAKE PULL ROD’.
16.03.1994 Repair ‘COUPLER COMPLETE’.
16.03.1994 Repair ‘LADDER’.
16.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1994 Repair ‘WHEEL SET’.

6997



2. TIMS GROUP INFORMATION - WAGONS

01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘BRAKE BLOCK RB95’.
01.07.1994 Repair ‘COUPLER COMPLETE’.
01.07.1994 Repair ‘DOOR OPENING MECHANISM’.
01.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1994 Repair ‘BOGIE COMPLETE’.
08.09.1994 Repair ‘COUPLER COMPLETE’.
08.09.1994 Repair ‘DISCHARGE DOOR’.
05.10.1995 Repair ‘BRAKE BLOCK RB95’.

HQ 5

Details: wagon ‘HQ 5 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W131
Date Built: 24.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QN
BSG Code: DTHB

Fleet Grp Code: AH EX WT
Return to Service Date: 17.03.1994
Last Triple Valve: 14.03.1990
Last Single Car Test: 31.03.1994

01.03.1988 Alteration complete ‘RECLASSIFY QN TO HQ CLASS. (2094)’. New class:
‘HQ’.

20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1990 Repair ‘SIDE BEARER’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘END BRAKE COCK’.
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13.03.1990 Repair ‘END HOSE’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘COUPLER COMPLETE’.
22.05.1990 Repair ‘END BRAKE COCK’.
22.05.1990 Repair ‘ROOF COMPLETE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘DOOR OPENING MECHANISM’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘DISCHARGE DOOR’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR OPENING MECHANISM’.
06.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘DISCHARGE DOOR’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BRAKE BLOCK RB95’.
23.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE BLOCK RB95’.
28.05.1992 Repair ‘COUPLER COMPLETE’.
28.05.1992 Repair ‘ROOF COMPLETE’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘ROOF COMPLETE’.
22.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘COUPLER COMPLETE’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE COMPLETE’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘COUPLER COMPLETE’.
11.05.1993 Repair ‘LADDER’.
11.05.1993 Repair ‘ROOF COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘END BRAKE COCK’.
16.09.1993 Repair ‘ROOF COMPLETE’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘BRAKE BLOCK RB95’.
17.03.1994 Repair ‘BRAKE PULL ROD’.
17.03.1994 Repair ‘COUPLER COMPLETE’.
17.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1994 Repair ‘LADDER’.
17.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HQ 6

Details: wagon ‘HQ 6 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.1m
Tare Weight: 13.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10470
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W131
Date Built: 10.09.1968
Operating System: AN
Intended Use: BALLAST
Remarks: EX QN
BSG Code: DTHB

Return to Service Date: 11.03.1994
Last Triple Valve: 05.07.1990
Last Single Car Test: 31.03.1994

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.07.1989 Repair ‘END HOSE’.
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01.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.02.1990 Repair ‘DOOR OPENING MECHANISM’.
21.02.1990 Repair ‘DOOR OPENING MECHANISM’.
21.02.1990 Repair ‘END FRAME MEMBER’.
21.02.1990 Repair ‘END FRAME MEMBER’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE COMPLETE’.
18.05.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.05.1990 Repair ‘COUPLER COMPLETE’.
18.05.1990 Repair ‘ROOF MEMBER’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1990 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘BRAKE BLOCK RB95’.
06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘DISCHARGE DOOR’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BRANCH PIPE’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘DOOR HINGES AND PINS’.
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05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE BLOCK RB95’.
28.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1992 Repair ‘COUPLER COMPLETE’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘HANDBRAKE HANDLE’.
28.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1992 Repair ‘ROOF COMPLETE’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘ROOF COMPLETE’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘BRAKE LEVER’.
13.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.04.1993 Repair ‘COUPLER COMPLETE’.
13.04.1993 Repair ‘ISOLATING COCK’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE COMPLETE’.
11.05.1993 Repair ‘COUPLER COMPLETE’.
11.05.1993 Repair ‘ROOF COMPLETE’.
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE COMPLETE’.
17.09.1993 Repair ‘BRANCH PIPE’.
17.09.1993 Repair ‘COUPLER COMPLETE’.
17.09.1993 Repair ‘DISCHARGE DOOR’.
17.09.1993 Repair ‘DOOR OPENING MECHANISM’.
17.09.1993 Repair ‘END BRAKE COCK’.
17.09.1993 Repair ‘END SILL’.
17.09.1993 Repair ‘ROOF COMPLETE’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘COUPLER COMPLETE’.
11.03.1994 Repair ‘LADDER’.
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2.326 Wagon classification starting with ‘HRG’

HRG 56

Details: wagon ‘HRG 56 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 18.3m
Tare Weight: 48.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $61960
Diagram Book Page No.: NS 109
Date Built: 14.08.1937
Operating System: AN
Intended Use: GENERAL
Remarks: B/DOWN POWER VAN - CME PT. AUGUSTA
BSG Code: DSVZ

Capacity of 8 crew

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 27.04.1990
Last Lift: 13.11.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘TRAIN PIPE’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.04.1990 Repair ‘WEAR PLATES & SADDLES’.

HRG 58

Details: wagon ‘HRG 58 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 18.3m
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Tare Weight: 52.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 109
Date Built: 20.11.1937
Operating System: AN
Intended Use: GENERAL
Remarks: HEAD END POWER VAN - CME ALICE SPRINGS
BSG Code: DSVZ

Capacity of 8 crew

Fleet Grp Code: AH PZ PD
Return to Service Date: 30.11.1989
Last Lift: 04.01.1985

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE
HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

HRG 68

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE
HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

HRGA 96

Details: wagon ‘HRGA 96 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 55.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $102310
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 110
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Date Built: 15.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: HEAD END POWER VAN
BSG Code: DSVZ

Capacity of 10 crew

Fleet Grp Code: AH EX
Return to Service Date: 08.06.1984
Last Lift: 16.10.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

10.11.1981 Alteration ‘REPLACE EXISTING AUXILLARY RESERVOIR WITH NEW 15’ X
36’ RESERVOIR. (20s81)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.

HRGA 97

Details: wagon ‘HRGA 97 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 55.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $102310
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 110
Date Built: 15.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: HEAD END POWER VAN - CME PT.PIRIE
BSG Code: DSVZ

Capacity of 10 crew

Fleet Grp Code: AH WP
Return to Service Date: 19.01.1993
Last Lift: 01.03.1983
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

10.11.1981 Alteration ‘REPLACE EXISTING AUXILLARY RESERVOIR WITH NEW 15’ X
36’ RESERVOIR. (20s81)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.

23.08.1989 Repair ‘FIRE EXTINGUISHER (PASS.)’.
23.08.1989 Repair ‘FIRE EXTINGUISHER SYSTEM (PASS.)’.
09.01.1990 Repair ‘WHEEL SET’.
19.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

HRGB 116

Details: wagon ‘HRGB 116 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 23.2m
Tare Weight: 59.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $80650
Diagram Book Page No.: NS 111
Date Built: 30.12.1960
Operating System: AN
Intended Use: GENERAL
Remarks: HEAD END POWER VAN
BSG Code: DSVZ

Capacity of 10 crew

Fleet Grp Code: AH UP
Return to Service Date: 24.01.1996
Due Triple Valve: 13.07.1996
Last Brake Cylinder: 19.04.1993
Last Lift: 25.09.1981

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.
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28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘BRANCH PIPE’.
02.10.1990 Repair ‘END BRAKE COCK’.
29.11.1990 Repair ‘WHEEL SET’.
04.12.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1991 Repair ‘END BRAKE COCK’.
06.02.1991 Repair ‘WEAR PLATES & SADDLES’.
12.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1991 Repair ‘BRAKE PULL ROD’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1992 Repair ‘WHEEL SET’.
13.01.1993 Alteration complete ‘IN KITCHEN/DINING COMPARTMENT FIT HOT

PLATE AND MICROWAVE TO SAME STANDARD AS ECA CREW CARS. ENSURE
REFRIGERATOR IN EACH VAN IS IN AN ACCEPTABLE CONDITION FOR USE
OR REPLACE AS NECESSARY. HRGB116, HRGC119. (RS4765)’.

16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BEARERS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘END BRAKE COCK’.
16.04.1993 Repair ‘END COMPLETE’.
16.04.1993 Repair ‘HOT PLATES’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘OVENS’.
16.04.1993 Repair ‘TRAIN PIPE’.
16.04.1993 Repair ‘WHEEL SET’.
17.08.1993 Repair ‘END BRAKE COCK’.
18.11.1993 Repair ‘END BRAKE COCK’.
13.02.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.

HRGB 117

Details: wagon ‘HRGB 117 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 23.2m
Tare Weight: 59.3tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $80650
Diagram Book Page No.: NS 111
Date Built: 28.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: HEAD END POWER VAN
BSG Code: DSVZ

Capacity of 10 crew

Fleet Grp Code: AH EX
Return to Service Date: 22.11.1990
Last Lift: 29.01.1980

07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS SAFE
HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

13.06.1986 Alteration ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS TO
INCREASE CLOSING FORCE. (RS4128)’.

22.11.1990 Repair ‘WHEEL SET’.

HRGC 119

Details: wagon ‘HRGC 119 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 58.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $54370
Diagram Book Page No.: NS 112
Date Built: 08.01.1962
Operating System: AN
Intended Use: GENERAL
Remarks: HEAD END POWER VAN
BSG Code: DSVZ

Capacity of 10 crew

Corporate ID flag: Y
Fleet Grp Code: AH UP
Return to Service Date: 11.06.1996
Last Lift: 03.06.1983
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07.10.1980 Alteration complete ‘FITTING OF ‘DANGER’ SIGNS TO ALL OUTWARD
OPENING DOORS OF BRAKEVANS AND POWERVANS. (16s80)’.

07.05.1984 Alteration complete ‘SECURE SELF ADHESIVE ‘DANGEROUS GOODS
SAFE HANDLING’ (300MM X 210MM) INFORMATION NOTICE ON A VERTICAL
PANEL IN A CONSPICUOUS LOCATION WITHIN THE GUARD‘S
COMPARTMENT ON ALL BRAKE VANS AND ASSOCIATED VANS. (C2053)’.

13.06.1986 Alteration complete ‘REPLACE SIDE STEM SPRINGS ON CONCERTINAS
TO INCREASE CLOSING FORCE. (RS4128)’.

05.07.1989 Repair ‘WHEEL SET’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.08.1990 Repair ‘BOGIE CLEARANCE’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1990 Repair ‘END COMPLETE’.
14.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1990 Repair ‘TOP CENTRE PLATE’.
14.08.1990 Repair ‘YOKE COMPLETE’.
14.08.1990 Repair ‘YOKE PIN’.
02.09.1991 Repair ‘WEAR PLATES & SADDLES’.
31.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.10.1992 Repair ‘YOKE CARRIER’.
13.01.1993 Alteration complete ‘IN KITCHEN/DINING COMPARTMENT FIT HOT

PLATE AND MICROWAVE TO SAME STANDARD AS ECA CREW CARS. ENSURE
REFRIGERATOR IN EACH VAN IS IN AN ACCEPTABLE CONDITION FOR USE
OR REPLACE AS NECESSARY. HRGB116, HRGC119. (RS4765)’.

17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BEARERS’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘BOGIE WEAR PLATES’.
17.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.03.1993 Repair ‘END BRAKE COCK’.
17.03.1993 Repair ‘END COMPLETE’.
17.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1993 Repair ‘HOT PLATES’.
17.03.1993 Repair ‘OVENS’.
17.03.1993 Repair ‘TRAIN PIPE’.
17.03.1993 Repair ‘WEAR PLATES & SADDLES’.
17.03.1993 Repair ‘YOKE FOLLOWER’.
24.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘LADDER’.
20.12.1993 Repair ‘TRAIN PIPE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
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2.327 Wagon classification starting with ‘HT’

HT 5

20.05.1988 Reclassified from wagon ‘HT 5 B’ to ’ wagon ‘TQ 5 H’.

HT 6

03.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

HT 7

13.05.1988 Reclassified from wagon ‘HT 7 T’ to ’ wagon ‘TQ 7 C’.

HT 10

12.11.1987 Reclassified from wagon ‘HT 10 K’ to ’ wagon ‘TQ 10 Q’.

HT 13

17.05.1989 Reclassified from wagon ‘HT 13 Y’ to ’ wagon ‘TQ 13 U’.

HT 14

Details: wagon ‘HT 14 A’ in AN ‘Tasmania Division’.

Owner: E.Z.CO.
Operator: C
Length Over Headstocks: 8.8m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W76
Date Built: 19.08.1960
Operating System: AN
Intended Use: ACID
Remarks: PROPERTY OF E.Z. CO.
BSG Code: FTTA

Capacity of 22400 litres

Capacity of 41 tonnes

Fleet Grp Code: AG NG
Last Lift: 26.11.1983
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2.328. Wagon classification starting with ‘HW’

26.04.1988 Alteration ‘REMOVE TANKS FROM HT UNDERFRAMES AND FIT SAME
TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS. FIT
SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

2.328 Wagon classification starting with ‘HW’

HW 1

Details: wagon ‘HW 1 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 21.7m
Tare Weight: 41tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1945
Operating System: V/LINE
Intended Use: PASSENGERS
BSG Code: VBFZ

Capacity of 10 tonnes

2.329 Wagon classification starting with ‘JHT’

JHTR 6

Details: wagon ‘JHTR 6 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 26.7m
Tare Weight: 59tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 6 WHEEL
Date Built: 01.01.1990
Operating System: AN
Intended Use: GENERAL
Remarks: SLEEPER LAYING MACHINE
BSG Code: DBZZ

Capacity of 1 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

2.330 Wagon classification starting with ‘JME’

JME 25669

16.11.1987 Reclassified from wagon ‘JME 25669 J’ to ’ wagon ‘NFLF 25669 V’.

2.331 Wagon classification starting with ‘KFD’

KFD 71

09.12.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Repair ‘VEHICLE SOLD’.

KFD 72

09.12.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Repair ‘VEHICLE SOLD’.

KFD 76

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KFD 77

09.12.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Repair ‘VEHICLE SOLD’.

KFD 78

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KFD 81

Details: wagon ‘KFD 81 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 10.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W68
Date Built: 10.12.1956
Operating System: AN
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2.331. Wagon classification starting with ‘KFD’

Intended Use: GENERAL
Remarks: WITH ENDS;VACUUM BRAKE
BSG Code: FTFZ

Capacity of 31 tonnes

KFD 82

Details: wagon ‘KFD 82 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 10.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W68
Date Built: 14.12.1956
Operating System: AN
Intended Use: GENERAL
Remarks: WITH ENDS;VACUUM BRAKE
BSG Code: FTFZ

Capacity of 31 tonnes

KFD 88

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KFD 90

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KFD 91

09.12.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Repair ‘VEHICLE SOLD’.

KFD 95

Details: wagon ‘KFD 95 Y’ in AN ‘Tasmania Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W68
Date Built: 27.10.1958
Operating System: AN
Intended Use: GENERAL
Remarks: WITH ENDS;VACUUM BRAKE
BSG Code: FTFZ

Capacity of 31 tonnes

KFD 97

Details: wagon ‘KFD 97 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 10.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: T W68
Date Built: 31.10.1958
Operating System: AN
Intended Use: GENERAL
Remarks: WITH ENDS;VACUUM BRAKE
BSG Code: FTFZ

Capacity of 31 tonnes

Fleet Grp Code: AE
Return to Service Date: 17.11.1983
Last Lift: 17.11.1983

KFD 99

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.332. Wagon classification starting with ‘KKC’

KFD 100

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KFD 107

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.08.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KFD 110

09.12.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Repair ‘VEHICLE SOLD’.

2.332 Wagon classification starting with ‘KKC’

KKC 2

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

KKC 7

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

2.333 Wagon classification starting with ‘KMQ’

KMQ 29

Details: wagon ‘KMQ 29 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 36

Details: wagon ‘KMQ 36 F’ in AN ‘Mainland Division’.

Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 57

Details: wagon ‘KMQ 57 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 64

Details: wagon ‘KMQ 64 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 71

Details: wagon ‘KMQ 71 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
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2.333. Wagon classification starting with ‘KMQ’

Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 84

Details: wagon ‘KMQ 84 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 88

Details: wagon ‘KMQ 88 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 90

Details: wagon ‘KMQ 90 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 93

Details: wagon ‘KMQ 93 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 133

Details: wagon ‘KMQ 133 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 148

Details: wagon ‘KMQ 148 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
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2.333. Wagon classification starting with ‘KMQ’

Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 168

Details: wagon ‘KMQ 168 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 228

Details: wagon ‘KMQ 228 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 254

Details: wagon ‘KMQ 254 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 267

Details: wagon ‘KMQ 267 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 269

Details: wagon ‘KMQ 269 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 270

Details: wagon ‘KMQ 270 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
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2.333. Wagon classification starting with ‘KMQ’

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 276

Details: wagon ‘KMQ 276 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 308

Details: wagon ‘KMQ 308 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

KMQ 309

Details: wagon ‘KMQ 309 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 7.8m
Tare Weight: 9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987

7021



2. TIMS GROUP INFORMATION - WAGONS

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDQZ

2.334 Wagon classification starting with ‘L’

L 1

Details: wagon ‘L 1 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: P
Length Over Headstocks: 8.5m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Date Built: 06.02.1975
Operating System: AN
Intended Use: POISON
Remarks: RE-INSTATED 19.07.94
BSG Code: DSTZ

Capacity of 43200 litres

Fleet Grp Code: AH PZ PB
Return to Service Date: 29.08.1992
Last Lift: 18.12.1978

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

L 2

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

L 3

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

L 4

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.335. Wagon classification starting with ‘LA’

L 5

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

L 6

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

L 366

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

L 1174

Details: wagon ‘L 1174 C’ in AN ‘Mainland Division’.

Owner: 3801 LTD
Operator: D
Length Over Headstocks: 13.72m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1938
Operating System: SRA OF NSW
Intended Use: WATER
Remarks: TRAVELLING WATER TANK
BSG Code: NSTW

Capacity of 31822 litres

Capacity of 56 tonnes

17.08.1992 Repair ‘VEHICLE RECLASSIFY’.
17.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NL 1174 F’

2.335 Wagon classification starting with ‘LA’

LA 253

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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2. TIMS GROUP INFORMATION - WAGONS

2.336 Wagon classification starting with ‘LC’

LC 1421

Details: wagon ‘LC 1421 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.7m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Diagram Book Page No.: NS 142
Date Built: 04.07.1958
Operating System: AN
Intended Use: GENERAL
Remarks: MAT‘L & TOOLS - CCE PARKESTON
BSG Code: DSLZ

Capacity of 46 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 23.04.1981
Last Lift: 23.04.1981

2.337 Wagon classification starting with ‘LF’

LF 248

30.03.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.338 Wagon classification starting with ‘LIV’

LIV 1865

Details: wagon ‘LIV 1865 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 19.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.11.1938
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2.339. Wagon classification starting with ‘LLV’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: LABORATORY INVESTIGATION VEHICLE
BSG Code: NSZZ

Capacity of 41 tonnes

2.339 Wagon classification starting with ‘LLV’

LLV 10696

11.01.1989 Reclassified from wagon ‘LLV 10696 W’ to ’ wagon ‘NLLF 10696 S’.

2.340 Wagon classification starting with ‘LNS’

LNSW 8

Details: wagon ‘LNSW 8 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 53

Details: wagon ‘LNSW 53 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 60

Details: wagon ‘LNSW 60 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 74

Details: wagon ‘LNSW 74 F’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 98

Details: wagon ‘LNSW 98 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2.340. Wagon classification starting with ‘LNS’

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 30 tonnes

LNSW 100

Details: wagon ‘LNSW 100 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BOGIES ROLLINGS
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 103

Details: wagon ‘LNSW 103 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 30 tonnes

LNSW 130

Details: wagon ‘LNSW 130 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 30 tonnes

LNSW 507

Details: wagon ‘LNSW 507 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 60 tonnes

LNSW 516

Details: wagon ‘LNSW 516 K’ in AN ‘Mainland Division’.

Owner: SRA OF SNW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
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2.340. Wagon classification starting with ‘LNS’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: STENCILED AS L 516
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 566

Details: wagon ‘LNSW 566 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 50 tonnes

LNSW 569

Details: wagon ‘LNSW 569 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 50 tonnes
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LNSW 570

Details: wagon ‘LNSW 570 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 50 tonnes

LNSW 705

Details: wagon ‘LNSW 705 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 60 tonnes

LNSW 790

Details: wagon ‘LNSW 790 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.340. Wagon classification starting with ‘LNS’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 60 tonnes

LNSW 804

Details: wagon ‘LNSW 804 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 60 tonnes

LNSW 891

Details: wagon ‘LNSW 891 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes
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LNSW 892

Details: wagon ‘LNSW 892 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1972
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

Fleet Grp Code: AH
Return to Service Date: 12.04.1988

LNSW 993

Details: wagon ‘LNSW 993 G’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 1087

Details: wagon ‘LNSW 1087 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
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2.340. Wagon classification starting with ‘LNS’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

LNSW 1088

Details: wagon ‘LNSW 1088 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: STENCILED AS L 1088
BSG Code: NSFZ

Capacity of 40 tonnes

Fleet Grp Code: AH
Return to Service Date: 06.12.1989

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.

LNSW 1153

Details: wagon ‘LNSW 1153 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 1163

Details: wagon ‘LNSW 1163 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: VEHICLE STENCILLED AS L 1163 X
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 1166

Details: wagon ‘LNSW 1166 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 60 tonnes

LNSW 1175

Details: wagon ‘LNSW 1175 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2.340. Wagon classification starting with ‘LNS’

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 60 tonnes

LNSW 1186

Details: wagon ‘LNSW 1186 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: VEHICLE STENCILED AS L 1186
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 1198

Details: wagon ‘LNSW 1198 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: STENCILED AS L 1198
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 1271

Details: wagon ‘LNSW 1271 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 1272

Details: wagon ‘LNSW 1272 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

Fleet Grp Code: AH
Return to Service Date: 01.09.1989

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘BRAKE LEVER’.
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2.340. Wagon classification starting with ‘LNS’

01.09.1989 Repair ‘BRANCH PIPE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.

LNSW 2006

Details: wagon ‘LNSW 2006 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 30 tonnes

LNSW 2031

Details: wagon ‘LNSW 2031 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

LNSW 2040

12.02.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
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LNSW 2041

Details: wagon ‘LNSW 2041 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1994
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 40 tonnes

2.341 Wagon classification starting with ‘LP’

LP 1415

Details: wagon ‘LP 1415 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Diagram Book Page No.: NS 291
Date Built: 05.06.1957
Operating System: AN
Intended Use: GENERAL
Remarks: COVERED VAN AUSRAIL RETAILERS
BSG Code: DSZZ

Capacity of 41 tonnes

Fleet Grp Code: AH PZ PG
Return to Service Date: 30.04.1996
Due Triple Valve: 23.02.1992
Last Triple Valve: 04.06.1992
Last Brake Cylinder: 02.03.1989
Last Single Car Test: 23.02.1991
Last Lift: 21.01.1982
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2.341. Wagon classification starting with ‘LP’

12.12.1989 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BRAKE PIN’.
06.07.1990 Repair ‘BRAKE PULL ROD’.
06.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1990 Repair ‘SIDE BEARER’.
06.07.1990 Repair ‘TOP CENTRE PLATE’.
06.07.1990 Repair ‘YOKE CARRIER’.
06.07.1990 Repair ‘YOKE COMPLETE’.
06.07.1990 Repair ‘YOKE PIN’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRAKE PULL ROD’.
17.09.1990 Repair ‘END BRAKE COCK’.
17.09.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE PULL ROD’.
22.02.1991 Repair ‘BRANCH PIPE’.
22.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.02.1991 Repair ‘TOP CENTRE PLATE’.
23.04.1991 Repair ‘DOOR OPENING MECHANISM’.
23.04.1991 Repair ‘DOOR ROLLER’.
02.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1992 Repair ‘END COMPLETE’.
04.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1992 Repair ‘WHEEL SET’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1992 Repair ‘TOP CENTRE PLATE’.
30.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1993 Repair ‘BRAKE BLOCK RB95’.
30.11.1993 Repair ‘BRAKE PULL ROD’.
30.11.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
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30.04.1996 Repair ‘VEHICLE COMPLETE’.

LP 1461

Details: wagon ‘LP 1461 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.9m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9890
Diagram Book Page No.: NS 291
Date Built: 03.10.1958
Operating System: AN
Intended Use: GENERAL
Remarks: COVERED VAN AUSRAIL RETAILERS
BSG Code: DSZZ

Capacity of 41 tonnes

Fleet Grp Code: AH PZ PG
Return to Service Date: 22.03.1994
Due Triple Valve: 25.01.1991
Last Brake Cylinder: 25.01.1990
Last Single Car Test: 24.05.1993
Last Lift: 27.03.1987

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE LEVER’.
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘END HOSE’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Repair ‘WEAR PLATES & SADDLES’.
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRAKE BLOCK RB95’.
13.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1991 Repair ‘DOOR OPENING MECHANISM’.
13.09.1991 Repair ‘DOOR ROLLER’.
13.09.1991 Repair ‘DOOR SLIDE RAIL’.
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2.342. Wagon classification starting with ‘M’

13.09.1991 Repair ‘SIDE BEARER’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BODY COMPLETE’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
22.03.1994 Repair ‘DOOR COMPLETE’.
22.03.1994 Repair ‘DOOR LOCK MECHANISM’.

2.342 Wagon classification starting with ‘M’

M 7038

Details: wagon ‘M 7038 N’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 25.08.1925
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: EX ABAA;SOLD TO PDSM;‘TNT‘
BSG Code: SBBZ

Capacity of 33 tonnes

M 7089

Details: wagon ‘M 7089 Q’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 04.09.1925
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Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 27.05.89;SOLD TO ARHS 11.10.89
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 09.01.1991
Last Lift: 15.11.1983

11.10.1989 Repair ‘VEHICLE SOLD’.
11.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABAA 7089 P’
09.01.1991 Repair ‘VEHICLE RECLASSIFY’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABAA 7089 P’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

M 7101

Details: wagon ‘M 7101 C’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 08.09.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 12.11.88;SOLD TO ARHS 11.10.89
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 19.03.1991
Due Triple Valve: 01.10.1987
Last Lift: 21.04.1987

20.05.1987 Alteration complete ‘1) ABAA VANS IN REVENUE SERVICE TO BE
PLACED ON 1600MM GAUGE 30 TONNE CAPACITY ROLLER BEARING BOGIES
(OBTAINED EX ASAY SHEEP VANS). 2) RECLASSIFY TO ABAY BUT RETAIN
EXISTING SERIAL NUMBERS. ABAA - 50 NO. TO BE SELECTED BY
ROLLINGSTOCK ENGINEER, ISLINGTON. (RS4200)’.
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2.342. Wagon classification starting with ‘M’

11.10.1989 Repair ‘VEHICLE SOLD’.
11.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABAY 7101 F’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Strathalbyn’ with a previous code of wagon

‘ABAY 7101 F’

M 7106

Details: wagon ‘M 7106 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB V-9
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: CCE KITCHEN UNIT
BSG Code: DSBZ

Capacity of 33 tonnes

Fleet Grp Code: AH PB PZ

M 7216

Details: wagon ‘M 7216 Q’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 01.01.1925
Operating System: ARHS
Intended Use: GENERAL
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Remarks: SOLD TO ARHS
BSG Code: SBBZ

Capacity of 33 tonnes

M 7236

Details: wagon ‘M 7236 J’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 15.10.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 17.09.88;SOLD TO ARHS 18.11.88
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 24.09.1991
Last Lift: 23.08.1977

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Strathalbyn’ with a previous code of wagon

‘ABBA 7236 L’

M 7264

Details: wagon ‘M 7264 P’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.342. Wagon classification starting with ‘M’

Diagram Book Page No.: CB V-9
Date Built: 01.01.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: ON GROUND STORAGE
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX

M 7299

Details: wagon ‘M 7299 P’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 02.11.1925
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 17.10.87;SOLD TO PDSM;EX ABAA
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 19.07.1991
Last Lift: 01.10.1981

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABAA 7299 Y’
19.07.1991 Alteration complete ‘PORT DOCK STATION MUSEUM RECLASSIFYING

THEIR ROLLINGSTOCK TO ORIGINAL CLASSES. (PDSM)’. New class: ‘OB’.

M 7311

Details: wagon ‘M 7311 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1990
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 04.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 27.05.89;SOLD TO ARHS 08.12.90
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 19.03.1991
Last Lift: 09.07.1984

08.06.1990 Repair ‘VEHICLE SOLD’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABAL 7311 V’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Strathalbyn’ with a previous code of wagon

‘ABAL 7311 V’

M 7316

Details: wagon ‘M 7316 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW‘
Diagram Book Page No.: CB V-9
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: CCE FLYING GANG
BSG Code: DSBZ
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Capacity of 33 tonnes

Fleet Grp Code: AH PB PZ

M 7345

Details: wagon ‘M 7345 P’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 13.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 27.05.89;SOLD TO ARHS 19.07.89
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH WX
Return to Service Date: 09.01.1991
Last Lift: 19.08.1980

19.07.1989 Repair ‘VEHICLE SOLD’.
19.07.1989 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABAA 7345 Y’
09.01.1991 Repair ‘VEHICLE RECLASSIFY’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABAA 7345 Y’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

M 7350

Details: wagon ‘M 7350 B’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 16.11.1925
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 17.10.87;SOLD TO PDSM;EX ABAA
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: AH EX WY
Return to Service Date: 19.07.1991
Last Lift: 03.11.1986

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABAA 7350 A’
19.07.1991 Alteration complete ‘PORT DOCK STATION MUSEUM RECLASSIFYING

THEIR ROLLINGSTOCK TO ORIGINAL CLASSES. (PDSM)’. New class: ‘OB’.

M 7361

Details: wagon ‘M 7361 S’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 19.11.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 04.04.87;SOLD TO ARHS 18.11.88
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 18.11.1988
Last Lift: 25.07.1974
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M 7369

Details: wagon ‘M 7369 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 01.01.1925
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O;EX ABAA;SOLD TO ARHS
BSG Code: SBBZ

Capacity of 33 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 19.03.1991

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABAA 7369 U’

M 7436

Details: wagon ‘M 7436 A’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 07.12.1925
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: EX ABAA;SOLD TO PDSM;‘WEST END‘
BSG Code: SBBZ

7049



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 33 tonnes

2.343 Wagon classification starting with ‘MBY’

MBY 2575

19.12.1989 Repair ‘WHEEL SET’.
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.06.1990 Repair ‘COUPLER KNUCKLE’.
09.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1990 Repair ‘STEP’.
03.12.1991 Reclassified from wagon ‘MBY 2575 K’ to ’ wagon ‘NMKY 11876 F’.

MBY 2576

22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Reclassified from wagon ‘MBY 2576 T’ to ’ wagon ‘NMKY 11862 H’.

MBY 2577

21.07.1990 Repair ‘STEP’.
03.12.1991 Reclassified from wagon ‘MBY 2577 F’ to ’ wagon ‘NMKY 11863 Q’.

MBY 2578

09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.06.1990 Repair ‘STEP’.
03.12.1991 Reclassified from wagon ‘MBY 2578 Y’ to ’ wagon ‘NMKY 11869 B’.

MBY 2579

03.12.1991 Reclassified from wagon ‘MBY 2579 A’ to ’ wagon ‘NMKY 11926 S’.

MBY 2580

03.12.1991 Reclassified from wagon ‘MBY 2580 T’ to ’ wagon ‘NMKY 11921 T’.

MBY 2581

03.12.1991 Reclassified from wagon ‘MBY 2581 F’ to ’ wagon ‘NMKY 11914 P’.

MBY 2582

10.03.1992 Reclassified from wagon ‘MBY 2582 Y’ to ’ wagon ‘NMKY 11868 P’.
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2.343. Wagon classification starting with ‘MBY’

MBY 2584

03.12.1991 Reclassified from wagon ‘MBY 2584 J’ to ’ wagon ‘NMKY 11918 F’.

MBY 2585

Details: wagon ‘MBY 2585 S’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
BSG Code: NSMM

Capacity of 10 cars

Fleet Grp Code: AA WP
Return to Service Date: 19.12.1989

MBY 2586

03.12.1991 Reclassified from wagon ‘MBY 2586 E’ to ’ wagon ‘NMKY 11872 P’.

MBY 2587

03.12.1991 Reclassified from wagon ‘MBY 2587 N’ to ’ wagon ‘NMKY 11866 U’.

MBY 2588

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Reclassified from wagon ‘MBY 2588 W’ to ’ wagon ‘NMKY 11870 U’.

MBY 2589

03.12.1991 Reclassified from wagon ‘MBY 2589 X’ to ’ wagon ‘NMKY 11925 J’.

MBY 2590

22.06.1993 Reclassified from wagon ‘MBY 2590 E’ to ’ wagon ‘AMIY 2590 U’.

MBY 2591

05.07.1993 Reclassified from wagon ‘MBY 2591 N’ to ’ wagon ‘AMIY 2591 G’.
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MBY 2593

05.07.1993 Reclassified from wagon ‘MBY 2593 X’ to ’ wagon ‘AMIY 2593 B’.

MBY 2594

29.06.1993 Reclassified from wagon ‘MBY 2594 R’ to ’ wagon ‘AMIY 2594 K’.

MBY 2595

28.06.1993 Reclassified from wagon ‘MBY 2595 D’ to ’ wagon ‘AMIY 2595 T’.

2.344 Wagon classification starting with ‘MG’

MG 36

Details: wagon ‘MG 36 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 25.12.1925
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 1985?;CCE USE;CAMP UNITS
BSG Code: DSBZ

Capacity of 33 tonnes

Fleet Grp Code: AH
Return to Service Date: 19.07.1991
Due Triple Valve: 01.12.1987
Last Lift: 01.07.1981

MG 39

Details: wagon ‘MG 39 R’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.9tonne
Current Gauge: Broad
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2.345. Wagon classification starting with ‘MHN’

Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1910
Run Restriction: Trailing Load Restricted‘
Diagram Book Page No.: CB V-9
Date Built: 23.12.1925
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: SOLD TO PDSM;EX ABBA;‘FARMERS UNION‘
BSG Code: SBBZ

Capacity of 33 tonnes

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABBA 39 F’
19.07.1991 Alteration complete ‘PORT DOCK STATION MUSEUM RECLASSIFYING

THEIR ROLLINGSTOCK TO ORIGINAL CLASSES. (PDSM)’. New class: ‘OB’.

2.345 Wagon classification starting with ‘MHN’

MHN 2364

Details: wagon ‘MHN 2364 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 22.5m
Tare Weight: 45tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 31.10.1955
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: BRAKE/POWERVAN??
BSG Code: BSSB

Capacity of 45 tonnes

MHN 2365

Details: wagon ‘MHN 2365 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 22.5m
Tare Weight: 45tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: BRAKE VAN
BSG Code: BSSB

Capacity of 10 tonnes

MHN 2366

Details: wagon ‘MHN 2366 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 45tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 31.10.1955
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: BSSB

Capacity of 45 tonnes

2.346 Wagon classification starting with ‘MHO’

MHO 2633

Details: wagon ‘MHO 2633 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 19.4m
Tare Weight: 43tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: BOGIE BRAKE VAN
BSG Code: BSSB

Capacity of 58 tonnes

2.347 Wagon classification starting with ‘MHS’

MHS 817

Details: wagon ‘MHS 817 G’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: D
Length Over Headstocks: 23m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: INCORRECT DATA
BSG Code: BSSB

Capacity of 20 tonnes

MHS 1863

Details: wagon ‘MHS 1863 Q’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 23m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: INCORRECT DATA
BSG Code: BSSB

Capacity of 30 tonnes
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2.348 Wagon classification starting with ‘MIC’

MIC 3

Details: wagon ‘MIC 3 V’ in AN ‘Mainland Division’.

Owner: A.R.H.S.
Operator: D
Length Over Headstocks: 5m
Tare Weight: 2.8tonne
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Restricted to Broad Gauge only‘
Diagram Book Page No.: CB 2
Date Built: 01.01.1966
Operating System: ARHS
Intended Use: GENERAL
Remarks: A.R.H.S. MOTOR INSPECTION CAR
BSG Code: SDZZ

2.349 Wagon classification starting with ‘MKA’

MKA 1

Details: wagon ‘MKA 1 B’ in AN ‘Mainland Division’.

Owner: MORRISON&K
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.07.1996
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: ON LOAN TO WESTRAIL
BSG Code: WSHG

Capacity of 65 tonnes

MKA 2

Details: wagon ‘MKA 2 K’ in AN ‘Mainland Division’.

Owner: MORRISON&K
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2.350. Wagon classification starting with ‘MLE’

Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.07.1996
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: ON LOAN TO WESTRAIL
BSG Code: WSHG

Capacity of 65 tonnes

2.350 Wagon classification starting with ‘MLE’

MLE 24378

10.11.1987 Reclassified from wagon ‘MLE 24378 F’ to ’ wagon ‘NFLF 24378 Q’.

MLE 24421

12.11.1987 Reclassified from wagon ‘MLE 24421 B’ to ’ wagon ‘NFLF 24421 M’.

2.351 Wagon classification starting with ‘MOR’

MORA

Details: wagon ‘MORA J’ in AN ‘Eyre Peninsula Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 15.2m
Tare Weight: 21.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $11380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Diagram Book Page No.: CN 16
Date Built: 17.12.1911
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 10.12.88;SOLD PRRPS22.01.90
BSG Code: SEZZ
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Capacity of 18 sleeping

Return to Service Date: 22.01.1990

22.01.1990 Repair ‘VEHICLE SOLD’.

2.352 Wagon classification starting with ‘MRP’

MRP 7232

Details: wagon ‘MRP 7232 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown‘
Date Built: 01.12.1925
Operating System: AN
Intended Use: GENERAL
BSG Code: DSBZ

Capacity of 33 tonnes

MRP 7485

11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.353 Wagon classification starting with ‘MTA’

MTA 271

Details: wagon ‘MTA 271 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 10tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1920
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2.353. Wagon classification starting with ‘MTA’

Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Trailing Load Restricted Train Speed Restriction when attached‘

Diagram Book Page No.: NS 340
Date Built: 31.08.1914
Operating System: AN
Intended Use: GENERAL
Remarks: MOTOR VEH.L/DING RAMP-TRIPLE DECK
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH EX
Return to Service Date: 24.03.1993
Last Lift: 09.06.1977

24.07.1987 Alteration complete ‘FIT HANDBRAKE AND THROUGH TRAIN PIPE TO
TRIPLE DECK WAGON CAR RAMP MTA 271. (RS4210)’.

23.08.1989 Repair ‘HANDRAILS END’.
23.08.1989 Repair ‘STEP’.
15.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.10.1989 Repair ‘END HOSE’.
03.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.01.1990 Repair ‘COUPLER COMPLETE’.
13.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.10.1990 Alteration complete ‘MODIFY TRIPLE DECK CAR RAMP (MTA 271) TO

DRAWING A2/W8-33. MTA 271. (RS4548)’.
17.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.12.1990 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘TRAIN PIPE’.
10.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.01.1992 Repair ‘AXLEBOX’.
29.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘END BRAKE COCK’.
29.01.1992 Repair ‘END HOSE’.
29.01.1992 Repair ‘TRAIN PIPE (END)’.
30.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.03.1993 Alteration ‘USING THE EXISTING UPPER CENTRE PLATE BOLT HOLES

FIT A 60MM PACKING PLATE BETWEEN THE WAGON UNDERFRAME AND
THE UPPER CENTRE PLATE, AT EACH END OF THE WAGON. MTA271.
(RS4783)’.
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2.354 Wagon classification starting with ‘MW’

MW 3174

Details: wagon ‘MW 3174 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 12.2m
Tare Weight: 30tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $740
Run Restriction: Not to Run in NSW Train Speed Restriction when attached‘
Diagram Book Page No.: CB M-2
Date Built: 01.01.1914
Operating System: AN
Intended Use: GENERAL
Remarks: NOW ’ ‘MATCH WAGON FOR AWC 1
BSG Code: DBZZ

Fleet Grp Code: AH PZ PD
Return to Service Date: 09.09.1987
Due Triple Valve: 01.09.1988

MW 4014

Details: wagon ‘MW 4014 M’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: E
Length Over Headstocks: 12.2m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $770
Run Restriction: Not to Run in NSW Train Speed Restriction when attached‘
Diagram Book Page No.: CB M-2
Date Built: 01.01.1914
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 26.07.86;SOLD TO P.R.R.P.S.
BSG Code: SSZZ

Capacity of 1 tonnes

7060



2.355. Wagon classification starting with ‘NAK’

Fleet Grp Code: AH WV
Return to Service Date: 14.10.1988

MW 4015

01.12.1987 Reclassified from wagon ‘MW 4015 V’ to ’ wagon ‘AMW 4015 M’.

2.355 Wagon classification starting with ‘NAK’

NAK 16

Details: wagon ‘NAK 16 T’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: D
Length Over Headstocks: 11.8m
Tare Weight: 10.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1920
Operating System: SRPS
Intended Use: GENERAL
Remarks: EX AK16
BSG Code: SMZZ

aCapacity of 14 sleeping

2.356 Wagon classification starting with ‘NBA’

NBA 1394

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NBA 1401

Details: wagon ‘NBA 1401 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
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Diagram Book Page No.: T W113
Date Built: 01.01.1957
Operating System: AN
Intended Use: BALLAST
Remarks: W/O 18.12.93
BSG Code: DTHB

Capacity of 25 tonnes

Return to Service Date: 18.12.1993

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

NBA 1404

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

NBA 1410

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

NBA 1414

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NBA 1418

15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NBA 1422

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

NBA 1435

28.08.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.09.1993 Repair ‘VEHICLE SOLD’.

NBA 1438

13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

7062



2.357. Wagon classification starting with ‘NBH’

2.357 Wagon classification starting with ‘NBH’

NBHR 96

Details: wagon ‘NBHR 96 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.2m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $101570
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: NS 106
Date Built: 13.06.1973
Operating System: AN
Intended Use: GENERAL
Remarks: BRAKE VAN
BSG Code: BMIB

Capacity of 10 crew

Fleet Grp Code: AH
Return to Service Date: 24.04.1980
Last Lift: 17.10.1977

2.358 Wagon classification starting with ‘NBJ’

NBJX 33921

07.12.1988 Reclassified from wagon ‘NBJX 33921 M’ to ’ wagon ‘NQRX 60420 T’.

NBJX 33927

Details: wagon ‘NBJX 33927 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1971
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NLJX 33927 R
BSG Code: NXBZ

Capacity of 49 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLJX 33927 R’

2.359 Wagon classification starting with ‘NBM’

NBMA 22972

Details: wagon ‘NBMA 22972 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NBMA 25705

Details: wagon ‘NBMA 25705 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes
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2.360 Wagon classification starting with ‘NBN’

NBNX 22704

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22704 Y’

NBNX 22705

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22705 A’
11.03.1992 Reclassified from wagon ‘NBNX 22705 T’ to ’ wagon ‘NBTX 22705 Y’.

NBNX 22706

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22706 J’
26.09.1991 Reclassified from wagon ‘NBNX 22706 F’ to ’ wagon ‘NBTY 22706 E’.

NBNX 22707

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNX 22707 A’
29.11.1991 Reclassified from wagon ‘NBNX 22707 Y’ to ’ wagon ‘NBTX 22707 J’.

NBNX 22709

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNX 22709 S’
26.09.1991 Reclassified from wagon ‘NBNX 22709 J’ to ’ wagon ‘NBTY 22709 X’.

NBNX 22711

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22711 S’
26.09.1991 Reclassified from wagon ‘NBNX 22711 Y’ to ’ wagon ‘NBTY 22711 N’.

NBNX 22714

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22714 W’
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NBNX 22716

02.12.1991 Reclassified from wagon ‘NBNX 22716 N’ to ’ wagon ‘NBTY 22716 M’.

NBNX 22717

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22717 D’
14.04.1992 Reclassified from wagon ‘NBNX 22717 W’ to ’ wagon ‘NBTX 22717 R’.

NBNX 22718

26.09.1991 Reclassified from wagon ‘NBNX 22718 X’ to ’ wagon ‘NBTX 22718 D’.

NBNX 22720

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22720 R’
26.09.1991 Reclassified from wagon ‘NBNX 22720 N’ to ’ wagon ‘NBTY 22720 M’.

NBNX 22722

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22722 M’
26.09.1991 Reclassified from wagon ‘NBNX 22722 X’ to ’ wagon ‘NBTY 22722 H’.

NBNX 22723

02.10.1991 Repair ‘VEHICLE RECLASSIFY’.
02.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNX 22723 D’

NBNX 22725

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22725 Q’
26.09.1991 Reclassified from wagon ‘NBNX 22725 M’ to ’ wagon ‘NBTX 22725 H’.

NBNX 22726

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22726 C’
29.09.1992 Reclassified from wagon ‘NBNX 22726 V’ to ’ wagon ‘NBTY 22726 U’.
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NBNX 22728

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22728 U’
26.09.1991 Reclassified from wagon ‘NBNX 22728 Q’ to ’ wagon ‘NBTY 22728 P’.

NBNY 22701

31.10.1989 Reclassified from wagon ‘NBNY 22701 K’ to ’ wagon ‘NRNX 22701 P’.

NBNY 22702

Details: wagon ‘NBNY 22702 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NBNY 22704

19.04.1990 Reclassified from wagon ‘NBNY 22704 Y’ to ’ wagon ‘NBNX 22704 K’.

NBNY 22705

31.10.1989 Reclassified from wagon ‘NBNY 22705 A’ to ’ wagon ‘NBNX 22705 T’.

NBNY 22706

11.12.1989 Reclassified from wagon ‘NBNY 22706 J’ to ’ wagon ‘NBNX 22706 F’.

NBNY 22709

14.07.1989 Reclassified from wagon ‘NBNY 22709 N’ to ’ wagon ‘NRNX 22709 S’.

NBNY 22711

06.10.1989 Reclassified from wagon ‘NBNY 22711 S’ to ’ wagon ‘NBNX 22711 Y’.
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NBNY 22714

31.10.1989 Reclassified from wagon ‘NBNY 22714 W’ to ’ wagon ‘NBNX 22714 S’.

NBNY 22716

26.06.1989 Reclassified from wagon ‘NBNY 22716 R’ to ’ wagon ‘NBNX 22716 N’.

NBNY 22717

31.10.1989 Reclassified from wagon ‘NBNY 22717 D’ to ’ wagon ‘NBNX 22717 W’.

NBNY 22718

26.06.1989 Reclassified from wagon ‘NBNY 22718 M’ to ’ wagon ‘NBNX 22718 X’.

NBNY 22720

19.04.1990 Reclassified from wagon ‘NBNY 22720 R’ to ’ wagon ‘NBNX 22720 N’.

NBNY 22722

06.10.1989 Reclassified from wagon ‘NBNY 22722 M’ to ’ wagon ‘NBNX 22722 X’.

NBNY 22723

31.10.1989 Reclassified from wagon ‘NBNY 22723 V’ to ’ wagon ‘NRNX 22723 D’.

NBNY 22724

31.10.1989 Reclassified from wagon ‘NBNY 22724 H’ to ’ wagon ‘NRNX 22724 M’.

NBNY 22725

14.07.1989 Reclassified from wagon ‘NBNY 22725 Q’ to ’ wagon ‘NBNX 22725 M’.

NBNY 22726

19.04.1990 Reclassified from wagon ‘NBNY 22726 C’ to ’ wagon ‘NBNX 22726 V’.

NBNY 22728

19.04.1990 Reclassified from wagon ‘NBNY 22728 U’ to ’ wagon ‘NBNX 22728 Q’.

NBNY 22730

31.10.1989 Reclassified from wagon ‘NBNY 22730 C’ to ’ wagon ‘NRNX 22730 H’.
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2.361 Wagon classification starting with ‘NBT’

NBTX 22705

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22705 T’

NBTX 22707

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22707 Y’

NBTX 22717

Details: wagon ‘NBTX 22717 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NBNX 22717
BSG Code: NSBZ

Capacity of 48 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22717 W’

NBTX 22718

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22718 X’

NBTX 22725

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22725 M’
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NBTY 22706

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22706 F’

NBTY 22709

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22709 J’

NBTY 22711

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22711 Y’

NBTY 22716

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22716 N’

NBTY 22720

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22720 N’

NBTY 22721

26.09.1991 Reclassified from wagon ‘NBTY 22721 V’ to ’ wagon ‘NRTY 22721 H’.
26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNX 22721 X’

NBTY 22722

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22722 X’

NBTY 22726

29.09.1992 Repair ‘VEHICLE RECLASSIFY’.
29.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22726 V’
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NBTY 22728

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNX 22728 Q’

2.362 Wagon classification starting with ‘NCA’

NCAF 5149

Details: wagon ‘NCAF 5149 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NSKI

Capacity of 50 tonnes

2.363 Wagon classification starting with ‘NCB’

NCBX 28383

Details: wagon ‘NCBX 28383 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCBX 28383 Q; EX RCBX 28383 U
BSG Code: NXKZ

Capacity of 52 tonnes
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15.11.1995 Repair ‘VEHICLE RECLASSIFY’.
15.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28383 U’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28383 U’

NCBX 28412

Details: wagon ‘NCBX 28412 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCBX 28412 E; EX RCBX 28412X
BSG Code: NXKZ

Capacity of 55 tonnes

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘COUPLER COMPLETE’.
30.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.11.1995 Repair ‘VEHICLE RECLASSIFY’.
11.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28412 X’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28412 X’

NCBX 28423

Details: wagon ‘NCBX 28423 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

20.05.1992 Repair ‘SIDE STEP’.

NCBX 28437

Details: wagon ‘NCBX 28437 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 28437 T; EX RCBX 28437A
BSG Code: NXKZ

Capacity of 52 tonnes

03.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28437 A’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28437 A’

NCBX 28438

Details: wagon ‘NCBX 28438 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: STEEL COIL
Remarks: EX NCBX 28438 F; EX RCBX 28438J
BSG Code: NXKZ

Capacity of 52 tonnes

19.03.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28438 J’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28438 J’

NCBX 28446

Details: wagon ‘NCBX 28446 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

26.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NCBX 28465

Details: wagon ‘NCBX 28465 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

7074



2.363. Wagon classification starting with ‘NCB’

NCBX 28486

Details: wagon ‘NCBX 28486 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 28486 E; EX RCBX 28486X
BSG Code: NXKZ

Capacity of 52 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28486 X’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28486 X’

NCBX 28491

Details: wagon ‘NCBX 28491 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCBX 28515

Details: wagon ‘NCBX 28515 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCBX 28519

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28519 G’
03.12.1989 Reclassified from wagon ‘NCBX 28519 F’ to ’ wagon ‘NCFX 28519 R’.

NCBX 28524

12.03.1991 Repair ‘YOKE CARRIER’.
12.07.1994 Reclassified from wagon ‘NCBX 28524 Y’ to ’ wagon ‘RCBX 28524 S’.

NCBX 28559

Details: wagon ‘NCBX 28559 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 28559 Y; EX RCBX 28559S
BSG Code: NXKZ

Capacity of 52 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28559 S’
19.12.1996 Repair ‘VEHICLE RECLASSIFY’.
19.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28559 S’
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NCBX 28605

Details: wagon ‘NCBX 28605 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCBX 28605 Y; EX RCBX 28605S
BSG Code: NXKZ

Capacity of 52 tonnes

18.06.1990 Repair ‘COUPLER COMPLETE’.
01.04.1991 Repair ‘WEAR PLATES & SADDLES’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28605 S’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 28605 S’

NCBX 28613

25.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1995 Reclassified from wagon ‘NCBX 28613 E’ to ’ wagon ‘RCBX 28613 X’.

NCBX 28618

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28618 E’
28.02.1992 Reclassified from wagon ‘NCBX 28618 D’ to ’ wagon ‘NOBX 28618 E’.

NCBX 28623

Details: wagon ‘NCBX 28623 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCBX 31630

Details: wagon ‘NCBX 31630 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NCBX 33404

Details: wagon ‘NCBX 33404 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 33404 M; EX RCBX 33404 Q
BSG Code: NXKI

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33404 Q’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
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16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RCBX 33404 Q’

NCBX 33405

Details: wagon ‘NCBX 33405 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33405 W
BSG Code: NXKI

Capacity of 49 tonnes

09.02.1990 Repair ‘VEHICLE RECLASSIFY’.
09.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33405 W’

NCBX 33434

Details: wagon ‘NCBX 33434 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33434 Y
BSG Code: NXKI

Capacity of 49 tonnes

10.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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NCBX 33475

14.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.07.1994 Reclassified from wagon ‘NCBX 33475 X’ to ’ wagon ‘RCBX 33475 M’.

NCBX 33479

14.07.1989 Reclassified from wagon ‘NCBX 33479 V’ to ’ wagon ‘NCFX 33479 K’.

NCBX 33500

Details: wagon ‘NCBX 33500 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 33500 G; EX RCBX 33500K
BSG Code: NXKZ

Capacity of 52 tonnes

18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33500 K’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33500 K’

NCBX 33584

Details: wagon ‘NCBX 33584 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33584 P
BSG Code: NXKI

Capacity of 49 tonnes

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33584 P’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘BRAKE PULL ROD’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.09.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘VEHICLE COMPLETE’.

NCBX 33588

Details: wagon ‘NCBX 33588 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX33588F;EX RCBX 33588X;X RCBX33588
BSG Code: NXKZ

Capacity of 76 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33588 F’
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33588 X’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33588 X’
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NCBX 33605

20.01.1990 Reclassified from wagon ‘NCBX 33605 M’ to ’ wagon ‘NCFX 33605 B’.

NCBX 33606

Details: wagon ‘NCBX 33606 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX33606W/NCBX33606V; EX RCBX 33606C
BSG Code: NXKI

Capacity of 49 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33606 C’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RCBX 33606 C’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33606 C’

NCBX 33610

Details: wagon ‘NCBX 33610 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ
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15.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.04.1993 Repair ‘HANDRAILS’.

NCBX 33617

Details: wagon ‘NCBX 33617 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX33617Q;EX NCBX33617P;EX RCBX33617
BSG Code: NXKI

Capacity of 49 tonnes

03.06.1991 Repair ‘END HOSE’.
15.06.1992 Repair ‘SIDE STEP’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33617 T’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCBX 33617 T’

NCBX 33620

07.10.1989 Reclassified from wagon ‘NCBX 33620 G’ to ’ wagon ‘NCFX 33620 S’.

NCBX 33635

Details: wagon ‘NCBX 33635 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2

7083



2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33635 Y
BSG Code: NXKI

Capacity of 49 tonnes

26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
26.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33635 Y’

NCBX 33646

14.07.1989 Reclassified from wagon ‘NCBX 33646 H’ to ’ wagon ‘NCUX 33646 S’.
14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33646 X’

2.364 Wagon classification starting with ‘NCC’

NCCY 20238

21.11.1991 Repair ‘VEHICLE RECLASSIFY’.
21.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20238 A’
22.11.1991 Repair ‘SIDE STEP’.
26.06.1992 Reclassified from wagon ‘NCCY 20238 T’ to ’ wagon ‘NKJY 20238 K’.

NCCY 20239

14.04.1992 Reclassified from wagon ‘NCCY 20239 F’ to ’ wagon ‘NKJY 20239 T’.

NCCY 20269

26.09.1991 Reclassified from wagon ‘NCCY 20269 G’ to ’ wagon ‘NKJY 20269 U’.

NCCY 20284

14.04.1992 Reclassified from wagon ‘NCCY 20284 A’ to ’ wagon ‘NKJY 20284 Y’.

NCCY 20296

14.04.1992 Reclassified from wagon ‘NCCY 20296 D’ to ’ wagon ‘NKJY 20296 R’.

NCCY 20321

14.04.1992 Reclassified from wagon ‘NCCY 20321 B’ to ’ wagon ‘NKJY 20321 P’.
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NCCY 20343

07.01.1990 Repair ‘HANDRAILS’.
14.04.1992 Reclassified from wagon ‘NCCY 20343 M’ to ’ wagon ‘NKJY 20343 D’.

NCCY 20350

26.06.1992 Reclassified from wagon ‘NCCY 20350 Q’ to ’ wagon ‘NKJY 20350 H’.

NCCY 20366

02.10.1992 Reclassified from wagon ‘NCCY 20366 J’ to ’ wagon ‘NKJY 20366 A’.

NCCY 20423

26.06.1992 Reclassified from wagon ‘NCCY 20423 D’ to ’ wagon ‘NKJY 20423 R’.

NCCY 20428

02.09.1994 Reclassified from wagon ‘NCCY 20428 C’ to ’ wagon ‘RKJY 20428 U’.

NCCY 20446

16.09.1993 Reclassified from wagon ‘NCCY 20446 A’ to ’ wagon ‘NODY 20446 E’.

NCCY 20539

26.06.1992 Reclassified from wagon ‘NCCY 20539 D’ to ’ wagon ‘NKJY 20539 R’.

NCCY 20553

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20553 P’
26.09.1991 Reclassified from wagon ‘NCCY 20553 L’ to ’ wagon ‘NKJY 20553 C’.

NCCY 20554

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20554 B’
26.06.1992 Reclassified from wagon ‘NCCY 20554 U’ to ’ wagon ‘NKJY 20554 L’.

NCCY 20576

14.04.1992 Reclassified from wagon ‘NCCY 20576 X’ to ’ wagon ‘NKJY 20576 W’.

NCCY 20593

14.04.1992 Reclassified from wagon ‘NCCY 20593 U’ to ’ wagon ‘NKJY 20593 L’.
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NCCY 20807

10.02.1993 Reclassified from wagon ‘NCCY 20807 F’ to ’ wagon ‘NKJY 20807 T’.

NCCY 20843

14.04.1992 Reclassified from wagon ‘NCCY 20843 B’ to ’ wagon ‘NKJY 20843 P’.

NCCY 20857

26.09.1991 Reclassified from wagon ‘NCCY 20857 W’ to ’ wagon ‘NKJY 20857 N’.

NCCY 20869

26.09.1991 Reclassified from wagon ‘NCCY 20869 C’ to ’ wagon ‘NKJY 20869 Q’.

NCCY 20891

14.04.1992 Reclassified from wagon ‘NCCY 20891 A’ to ’ wagon ‘NKJY 20891 Y’.

NCCY 20908

26.06.1992 Reclassified from wagon ‘NCCY 20908 V’ to ’ wagon ‘NKJY 20908 M’.

NCCY 20937

26.06.1992 Reclassified from wagon ‘NCCY 20937 N’ to ’ wagon ‘NKJY 20937 E’.

NCCY 85151

14.04.1992 Reclassified from wagon ‘NCCY 85151 C’ to ’ wagon ‘NKJY 85151 Q’.

NCCY 85152

26.09.1991 Reclassified from wagon ‘NCCY 85152 L’ to ’ wagon ‘NKJY 85152 C’.

NCCY 85153

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85153 L’
14.04.1992 Reclassified from wagon ‘NCCY 85153 U’ to ’ wagon ‘NKJY 85153 L’.

NCCY 85154

06.10.1992 Reclassified from wagon ‘NCCY 85154 G’ to ’ wagon ‘NKJY 85154 U’.

NCCY 85155

26.06.1992 Reclassified from wagon ‘NCCY 85155 P’ to ’ wagon ‘NKJY 85155 G’.
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NCCY 85156

14.04.1992 Reclassified from wagon ‘NCCY 85156 B’ to ’ wagon ‘NKJY 85156 P’.

NCCY 85157

14.04.1992 Reclassified from wagon ‘NCCY 85157 K’ to ’ wagon ‘NKJY 85157 B’.

NCCY 85158

16.08.1993 Reclassified from wagon ‘NCCY 85158 T’ to ’ wagon ‘NKJY 85158 K’.

NCCY 85159

14.04.1992 Reclassified from wagon ‘NCCY 85159 F’ to ’ wagon ‘NKJY 85159 T’.

NCCY 85160

26.09.1991 Reclassified from wagon ‘NCCY 85160 B’ to ’ wagon ‘NKJY 85160 P’.

NCCY 85163

26.09.1991 Reclassified from wagon ‘NCCY 85163 F’ to ’ wagon ‘NKJY 85163 T’.

2.365 Wagon classification starting with ‘NCD’

NCDY 20482

16.09.1993 Reclassified from wagon ‘NCDY 20482 W’ to ’ wagon ‘NODY 20482 A’.

NCDY 20484

Details: wagon ‘NCDY 20484 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NSKI

Capacity of 52 tonnes
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NCDY 20490

11.02.1994 Reclassified from wagon ‘NCDY 20490 M’ to ’ wagon ‘NODY 20490 N’.

NCDY 20491

23.10.1993 Reclassified from wagon ‘NCDY 20491 V’ to ’ wagon ‘NODY 20491 W’.

NCDY 20492

09.11.1993 Reclassified from wagon ‘NCDY 20492 H’ to ’ wagon ‘NODY 20492 X’.

NCDY 20495

30.05.1994 Reclassified from wagon ‘NCDY 20495 L’ to ’ wagon ‘NODY 20495 M’.

NCDY 20496

16.09.1993 Reclassified from wagon ‘NCDY 20496 U’ to ’ wagon ‘NODY 20496 V’.

NCDY 20497

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

NCDY 20498

25.09.1993 Reclassified from wagon ‘NCDY 20498 P’ to ’ wagon ‘NODY 20498 Q’.

NCDY 20504

Details: wagon ‘NCDY 20504 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NSKI

Capacity of 52 tonnes

20.11.1989 Repair ‘WHEEL SET’.
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NCDY 20505

19.07.1989 Reclassified from wagon ‘NCDY 20505 P’ to ’ wagon ‘NODY 20505 Q’.

NCDY 20506

Details: wagon ‘NCDY 20506 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NSKI

Capacity of 52 tonnes

NCDY 20575

28.10.1993 Reclassified from wagon ‘NCDY 20575 C’ to ’ wagon ‘NODY 20575 D’.

NCDY 20584

18.02.1994 Reclassified from wagon ‘NCDY 20584 B’ to ’ wagon ‘NODY 20584 C’.

NCDY 20585

16.09.1993 Reclassified from wagon ‘NCDY 20585 K’ to ’ wagon ‘NODY 20585 L’.

NCDY 20598

15.02.1994 Reclassified from wagon ‘NCDY 20598 W’ to ’ wagon ‘NODY 20598 A’.

2.366 Wagon classification starting with ‘NCE’

NCEX 31662

01.10.1989 Repair ‘HANDRAILS END’.
21.12.1992 Repair ‘HANDRAILS END’.
21.12.1992 Repair ‘SIDE STEP’.
19.10.1994 Reclassified from wagon ‘NCEX 31662 H’ to ’ wagon ‘RCNX 31662 P’.
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NCEX 31665

27.09.1994 Reclassified from wagon ‘NCEX 31665 L’ to ’ wagon ‘RCNX 31665 T’.

NCEX 31673

Details: wagon ‘NCEX 31673 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31673 B; EX RCNX 31673J
BSG Code: NXFI

Capacity of 52 tonnes

28.11.1995 Repair ‘VEHICLE RECLASSIFY’.
28.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31673 J’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31673 J’

NCEX 31674

16.07.1990 Repair ‘END HOSE’.
09.09.1994 Reclassified from wagon ‘NCEX 31674 K’ to ’ wagon ‘RCNX 31674 S’.

NCEX 31677

27.09.1994 Reclassified from wagon ‘NCEX 31677 Y’ to ’ wagon ‘RCNX 31677 W’.

NCEX 31679

19.10.1994 Reclassified from wagon ‘NCEX 31679 J’ to ’ wagon ‘RCNX 31679 R’.

NCEX 31680

02.08.1990 Repair ‘HANDRAILS END’.
25.03.1995 Reclassified from wagon ‘NCEX 31680 F’ to ’ wagon ‘RCNX 31680 N’.
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NCEX 31903

14.10.1994 Reclassified from wagon ‘NCEX 31903 M’ to ’ wagon ‘RCNX 31903 U’.

NCEX 31904

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘SIDE STEP’.
27.09.1994 Reclassified from wagon ‘NCEX 31904 V’ to ’ wagon ‘RCNX 31904 G’.

NCEX 31905

11.05.1995 Reclassified from wagon ‘NCEX 31905 H’ to ’ wagon ‘RCNF 31905 M’.

NCEX 31907

Details: wagon ‘NCEX 31907 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31907 C; EX RCNX 31907K
BSG Code: NXFI

Capacity of 54 tonnes

04.02.1995 Repair ‘VEHICLE RECLASSIFY’.
04.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31907 K’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31907 K’

NCEX 31909

19.10.1989 Reclassified from wagon ‘NCEX 31909 U’ to ’ wagon ‘NCNX 31909 B’.
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NCEX 31918

Details: wagon ‘NCEX 31918 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31918;X NCEX 31918T;X RCNX 31918
BSG Code: NXFI

Capacity of 54 tonnes

26.02.1990 Repair ‘END HOSE’.
11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31918 E’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31918 E’

NCEX 31923

26.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1994 Reclassified from wagon ‘NCEX 31923 F’ to ’ wagon ‘RCNX 31923 N’.

NCEX 31924

25.12.1994 Reclassified from wagon ‘NCEX 31924 Y’ to ’ wagon ‘RCNX 31924 W’.

NCEX 31925

Details: wagon ‘NCEX 31925 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX;NCEX; EX RCNX 31925X
BSG Code: NXFI

Capacity of 54 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31925 X’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31925 X’

NCEX 31926

Details: wagon ‘NCEX 31926 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31926N;X NCEX 31926J;X RCNX31926
BSG Code: NXFI

Capacity of 54 tonnes

05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31926 R’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31926 R’

NCEX 31927

19.10.1994 Reclassified from wagon ‘NCEX 31927 S’ to ’ wagon ‘RCNX 31927 D’.

NCEX 31929

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NCNX 31929 R’

19.10.1994 Reclassified from wagon ‘NCEX 31929 N’ to ’ wagon ‘RCNX 31929 V’.

NCEX 31930

Details: wagon ‘NCEX 31930 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31930 J; EX RCNX 31930R
BSG Code: NXFI

Capacity of 52 tonnes

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31930 R’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31930 R’

2.367 Wagon classification starting with ‘NCF’

NCFX 28519

03.12.1989 Repair ‘VEHICLE RECLASSIFY’.
03.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 28519 F’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Reclassified from wagon ‘NCFX 28519 R’ to ’ wagon ‘RCFX 28519 V’.

NCFX 33410

24.05.1994 Reclassified from wagon ‘NCFX 33410 T’ to ’ wagon ‘RCFX 33410 A’.
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NCFX 33415

12.01.1995 Reclassified from wagon ‘NCFX 33415 S’ to ’ wagon ‘RCFX 33415 W’.

NCFX 33419

24.05.1994 Reclassified from wagon ‘NCFX 33419 X’ to ’ wagon ‘RCFX 33419 M’.

NCFX 33435

Details: wagon ‘NCFX 33435 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33435A/NCFX 33435 L;EX RCFX33435
BSG Code: NXKI

Capacity of 51 tonnes

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33435 P’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33435 P’

NCFX 33459

02.12.1994 Reclassified from wagon ‘NCFX 33459 R’ to ’ wagon ‘RCFX 33459 V’.

NCFX 33479

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 33479 V’
24.05.1994 Reclassified from wagon ‘NCFX 33479 K’ to ’ wagon ‘RCFX 33479 Y’.

NCFX 33518

Details: wagon ‘NCFX 33518 G’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33518 S
BSG Code: NXKI

Capacity of 51 tonnes

11.05.1991 Repair ‘HANDRAILS’.

NCFX 33567

31.05.1994 Reclassified from wagon ‘NCFX 33567 Y’ to ’ wagon ‘RCFX 33567 S’.

NCFX 33574

24.05.1994 Reclassified from wagon ‘NCFX 33574 S’ to ’ wagon ‘RCFX 33574 W’.

NCFX 33597

24.10.1994 Reclassified from wagon ‘NCFX 33597 P’ to ’ wagon ‘RCFX 33597 T’.

NCFX 33605

20.01.1990 Repair ‘VEHICLE RECLASSIFY’.
20.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 33605 M’
28.09.1992 Repair ‘HANDRAILS’.
24.05.1994 Reclassified from wagon ‘NCFX 33605 B’ to ’ wagon ‘RCFX 33605 F’.

NCFX 33609

22.05.1994 Reclassified from wagon ‘NCFX 33609 Y’ to ’ wagon ‘RCFX 33609 S’.

NCFX 33613

Details: wagon ‘NCFX 33613 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33613 D; EX RCFX 33613S
BSG Code: NXKI

Capacity of 51 tonnes

21.05.1996 Repair ‘VEHICLE RECLASSIFY’.
21.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33613 S’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33613 S’

NCFX 33620

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 33620 G’
29.08.1990 Reclassified from wagon ‘NCFX 33620 S’ to ’ wagon ‘NOBX 33620 H’.

NCFX 33625

Details: wagon ‘NCFX 33625 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX / NCFX; EX RCFX 33625V
BSG Code: NXKI

Capacity of 51 tonnes

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
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12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1993 Repair ‘SIDE STEP’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33625 V’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33625 V’

NCFX 33652

Details: wagon ‘NCFX 33652 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33652D;EX NCJX33652Y;X RCFX33652
BSG Code: NXKI

Capacity of 51 tonnes

01.09.1989 Repair ‘HANDRAILS’.
07.10.1995 Repair ‘VEHICLE RECLASSIFY’.
07.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33652 S’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCFX 33652 S’

NCFX 33659

12.07.1994 Reclassified from wagon ‘NCFX 33659 X’ to ’ wagon ‘RCFX 33659 M’.

NCFX 33674

22.05.1994 Reclassified from wagon ‘NCFX 33674 C’ to ’ wagon ‘RCFX 33674 G’.

7098



2.368. Wagon classification starting with ‘NCG’

2.368 Wagon classification starting with ‘NCG’

NCGF 31825

21.08.1989 Reclassified from wagon ‘NCGF 31825 T’ to ’ wagon ‘NCGX 31825 W’.

NCGX 31810

15.03.1990 Repair ‘VEHICLE RECLASSIFY’.
15.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31810 H’
31.05.1994 Reclassified from wagon ‘NCGX 31810 P’ to ’ wagon ‘RCGX 31810 T’.

NCGX 31825

21.08.1989 Repair ‘VEHICLE RECLASSIFY’.
21.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGF 31825 T’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
22.05.1994 Reclassified from wagon ‘NCGX 31825 W’ to ’ wagon ‘RCGX 31825 D’.

NCGX 31833

23.12.1993 Repair ‘VEHICLE RECLASSIFY’.
23.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31833 E’
06.10.1994 Reclassified from wagon ‘NCGX 31833 M’ to ’ wagon ‘RCGX 31833 Q’.

NCGX 31845

Details: wagon ‘NCGX 31845 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOEF 31845
BSG Code: NSFI

Capacity of 61 tonnes
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NCGX 31853

05.06.1992 Repair ‘VEHICLE RECLASSIFY’.
05.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31853 U’
28.09.1994 Reclassified from wagon ‘NCGX 31853 F’ to ’ wagon ‘RCGX 31853 J’.

NCGX 31858

20.09.1994 Reclassified from wagon ‘NCGX 31858 E’ to ’ wagon ‘RCGX 31858 X’.

NCGX 31863

22.05.1994 Reclassified from wagon ‘NCGX 31863 N’ to ’ wagon ‘RCGX 31863 R’.

NCGX 31873

24.05.1994 Reclassified from wagon ‘NCGX 31873 V’ to ’ wagon ‘RCGX 31873 C’.

NCGX 31879

10.05.1995 Reclassified from wagon ‘NCGX 31879 G’ to ’ wagon ‘RCGX 31879 K’.

2.369 Wagon classification starting with ‘NCH’

NCHX 26391

Details: wagon ‘NCHX 26391 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

13.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NCHX 29500

Details: wagon ‘NCHX 29500 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

10.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NCHX 29510

Details: wagon ‘NCHX 29510 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

17.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NCHX 29524

Details: wagon ‘NCHX 29524 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER COMPLETE’.
20.11.1989 Repair ‘WHEEL SET’.
20.11.1989 Repair ‘YOKE CARRIER’.
18.03.1993 Repair ‘HANDRAILS’.
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NCHX 29528

Details: wagon ‘NCHX 29528 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCHX 29530

Details: wagon ‘NCHX 29530 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NXKI

Capacity of 50 tonnes

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
29.07.1991 Repair ‘COUPLER TRIGGER LEVER’.

NCHX 29540

Details: wagon ‘NCHX 29540 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCHX 29545

Details: wagon ‘NCHX 29545 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCHX 29547

Details: wagon ‘NCHX 29547 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

12.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.10.1989 Repair ‘END HOSE’.

2.370 Wagon classification starting with ‘NCL’

NCLF 24354

Details: wagon ‘NCLF 24354 E’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

Capacity of 37 tonnes

NCLF 26370

Details: wagon ‘NCLF 26370 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

Capacity of 37 tonnes

NCLF 26411

Details: wagon ‘NCLF 26411 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
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BSG Code: NSKI

Capacity of 37 tonnes

NCLF 26470

Details: wagon ‘NCLF 26470 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

NCLF 26493

Details: wagon ‘NCLF 26493 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NSKI

Capacity of 37 tonnes

NCLF 26494

Details: wagon ‘NCLF 26494 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

NCLF 26506

Details: wagon ‘NCLF 26506 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NSKI

Capacity of 37 tonnes

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BEARERS’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE LEVER’.
06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

NCLX 23124

02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23124 E’
20.07.1994 Repair ‘VEHICLE COMPLETE’.

NCLX 23125

Details: wagon ‘NCLX 23125 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 23125 S; EX RCLX 23125W
BSG Code: NXKZ

Capacity of 54 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23125 W’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23125 W’

NCLX 23129

Details: wagon ‘NCLX 23129 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 23129 X; EX RCLX 23129M
Wagon Width: 2743mm
BSG Code: NXKI

Capacity of 52 tonnes

02.09.1995 Repair ‘VEHICLE RECLASSIFY’.
02.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23129 M’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23129 M’
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NCLX 23132

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRANCH PIPE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.02.1991 Repair ‘HANDRAILS’.
25.02.1991 Repair ‘SIDE STEP’.
06.09.1994 Reclassified from wagon ‘NCLX 23132 W’ to ’ wagon ‘RCLX 23132 D’.

NCLX 23136

22.05.1994 Reclassified from wagon ‘NCLX 23136 M’ to ’ wagon ‘RCLX 23136 Q’.

NCLX 23151

Details: wagon ‘NCLX 23151 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 23151 G; EX RCLX 23151K
BSG Code: NXKI

Capacity of 52 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23151 K’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23151 K’

NCLX 23153

Details: wagon ‘NCLX 23153 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: X NCLX; EX RCLX 23153F
BSG Code: NXKI

Capacity of 52 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23153 F’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23153 F’

NCLX 23154

Details: wagon ‘NCLX 23154 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 23154 K; EX RCLX 23154Y
BSG Code: NXKZ

Capacity of 52 tonnes

25.02.1991 Repair ‘SIDE STEP’.
22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23154 Y’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23154 Y’

NCLX 23158

Details: wagon ‘NCLX 23158 A’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 1058 A; EX RCLX 23158E
Wagon Width: 2743mm
BSG Code: NXKI

Capacity of 52 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23158 E’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23158 E’

NCLX 23160

Details: wagon ‘NCLX 23160 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 23160 F; EX RCLX23160J
Wagon Width: 2743mm
BSG Code: NXKI

Capacity of 52 tonnes

08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE COMPLETE’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RCLX 23160 J’

16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCLX 23160 J’

2.371 Wagon classification starting with ‘NCM’

NCMF 24446

Details: wagon ‘NCMF 24446 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26357

Details: wagon ‘NCMF 26357 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes
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NCMF 26367

Details: wagon ‘NCMF 26367 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26380

Details: wagon ‘NCMF 26380 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26381

Details: wagon ‘NCMF 26381 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26389

Details: wagon ‘NCMF 26389 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26405

Details: wagon ‘NCMF 26405 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ
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Capacity of 56 tonnes

NCMF 26433

Details: wagon ‘NCMF 26433 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26438

Details: wagon ‘NCMF 26438 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26442

Details: wagon ‘NCMF 26442 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

7114



2.371. Wagon classification starting with ‘NCM’

Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26462

Details: wagon ‘NCMF 26462 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26469

Details: wagon ‘NCMF 26469 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26479

Details: wagon ‘NCMF 26479 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMF 26498

Details: wagon ‘NCMF 26498 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes
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NCMF 26508

Details: wagon ‘NCMF 26508 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

NCMX 20330

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20330 H’
27.09.1994 Reclassified from wagon ‘NCMX 20330 D’ to ’ wagon ‘RCMX 20330 H’.

NCMX 20387

14.04.1992 Reclassified from wagon ‘NCMX 20387 Y’ to ’ wagon ‘NKDY 20387 H’.
20.09.1994 Reclassified from wagon ‘NCMX 20387 Y’ to ’ wagon ‘RCMX 20387 S’.

NCMX 20415

28.12.1991 Repair ‘VEHICLE RECLASSIFY’.
28.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20415 U’
09.09.1994 Reclassified from wagon ‘NCMX 20415 Q’ to ’ wagon ‘RCMX 20415 U’.

NCMX 20456

17.12.1991 Repair ‘VEHICLE RECLASSIFY’.
17.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20456 P’
20.09.1994 Reclassified from wagon ‘NCMX 20456 L’ to ’ wagon ‘RCMX 20456 P’.

NCMX 20462

11.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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11.04.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NCMY 20462 K’

24.02.1995 Reclassified from wagon ‘NCMX 20462 G’ to ’ wagon ‘RCMX 20462 K’.

NCMX 20530

09.03.1992 Repair ‘VEHICLE RECLASSIFY’.
09.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20530 V’
17.10.1994 Reclassified from wagon ‘NCMX 20530 R’ to ’ wagon ‘RCMX 20530 V’.

NCMX 20567

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20567 Q’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.06.1995 Reclassified from wagon ‘NCMX 20567 M’ to ’ wagon ‘RCMX 20567 Q’.

NCMY 20273

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20273 K’
08.10.1995 Reclassified from wagon ‘NCMY 20273 N’ to ’ wagon ‘RCMY 20273 R’.

NCMY 20278

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20278 J’
20.09.1994 Reclassified from wagon ‘NCMY 20278 M’ to ’ wagon ‘RCMY 20278 Q’.

NCMY 20330

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20330 E’
24.04.1991 Reclassified from wagon ‘NCMY 20330 H’ to ’ wagon ‘NCMX 20330 D’.

NCMY 20387

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20387 P’
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NCMY 20415

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20415 R’
28.12.1991 Reclassified from wagon ‘NCMY 20415 U’ to ’ wagon ‘NCMX 20415 Q’.

NCMY 20429

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20429 P’
27.09.1994 Reclassified from wagon ‘NCMY 20429 S’ to ’ wagon ‘RCMY 20429 W’.

NCMY 20449

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20449 X’
20.09.1994 Reclassified from wagon ‘NCMY 20449 L’ to ’ wagon ‘RCMY 20449 P’.

NCMY 20456

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20456 M’
17.12.1991 Reclassified from wagon ‘NCMY 20456 P’ to ’ wagon ‘NCMX 20456 L’.

NCMY 20457

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20457 V’
10.05.1995 Reclassified from wagon ‘NCMY 20457 B’ to ’ wagon ‘RCMY 20457 F’.

NCMY 20462

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20462 H’
11.04.1992 Reclassified from wagon ‘NCMY 20462 K’ to ’ wagon ‘NCMX 20462 G’.

NCMY 20479

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20479 J’
21.09.1994 Reclassified from wagon ‘NCMY 20479 M’ to ’ wagon ‘RCMY 20479 Q’.
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NCMY 20486

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20486 N’
21.09.1994 Reclassified from wagon ‘NCMY 20486 Q’ to ’ wagon ‘RCMY 20486 U’.

NCMY 20512

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20512 U’
20.09.1994 Reclassified from wagon ‘NCMY 20512 A’ to ’ wagon ‘RCMY 20512 E’.

NCMY 20530

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20530 S’
09.03.1992 Reclassified from wagon ‘NCMY 20530 V’ to ’ wagon ‘NCMX 20530 R’.

NCMY 20540

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20540 D’
20.09.1994 Reclassified from wagon ‘NCMY 20540 G’ to ’ wagon ‘RCMY 20540 K’.

NCMY 20557

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20557 F’
20.09.1994 Reclassified from wagon ‘NCMY 20557 X’ to ’ wagon ‘RCMY 20557 M’.

NCMY 20567

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20567 N’
26.02.1991 Reclassified from wagon ‘NCMY 20567 Q’ to ’ wagon ‘NCMX 20567 M’.

NCMY 20569

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20569 X’
20.09.1994 Reclassified from wagon ‘NCMY 20569 L’ to ’ wagon ‘RCMY 20569 P’.
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NCMY 20577

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20577 V’
20.09.1994 Reclassified from wagon ‘NCMY 20577 B’ to ’ wagon ‘RCMY 20577 F’.

NCMY 20920

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20920 P’
20.09.1994 Reclassified from wagon ‘NCMY 20920 S’ to ’ wagon ‘RCMY 20920 W’.

2.372 Wagon classification starting with ‘NCN’

NCNX 23148

Details: wagon ‘NCNX 23148 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNY 23148C;NCNX 23148V;EX RCNX 23148
BSG Code: NXKZ

Capacity of 52 tonnes

14.09.1994 Reclassified from wagon ‘NCNX 23148 V’ to ’ wagon ‘NCNY 23148 C’.
01.11.1994 Repair ‘VEHICLE RECLASSIFY’.
01.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 23148 C’
28.07.1995 Repair ‘VEHICLE RECLASSIFY’.
28.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 23148 C’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 23148 C’

NCNX 31662

11.07.1988 Reclassified from wagon ‘NCNX 31662 L’ to ’ wagon ‘NCEX 31662 H’.
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NCNX 31663

28.03.1991 Repair ‘HANDRAILS END’.
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Reclassified from wagon ‘NCNX 31663 U’ to ’ wagon ‘RCNX 31663 B’.

NCNX 31664

Details: wagon ‘NCNX 31664 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCNX 31664 G; EX RCNX 31664 K
BSG Code: NXKZ

Capacity of 54 tonnes

29.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.04.1990 Repair ‘END BRAKE COCK’.
12.04.1990 Repair ‘END HOSE’.
12.04.1990 Repair ‘END HOSE’.
12.04.1990 Repair ‘HANDRAILS’.
03.06.1995 Repair ‘VEHICLE RECLASSIFY’.
03.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31664 K’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31664 K’

NCNX 31665

10.08.1988 Reclassified from wagon ‘NCNX 31665 P’ to ’ wagon ‘NCEX 31665 L’.

NCNX 31666

29.08.1993 Repair ‘HANDRAILS’.
24.11.1994 Reclassified from wagon ‘NCNX 31666 B’ to ’ wagon ‘RCNX 31666 F’.

NCNX 31667

22.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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30.07.1990 Repair ‘STEP’.
30.09.1994 Reclassified from wagon ‘NCNX 31667 K’ to ’ wagon ‘RCNX 31667 Y’.

NCNX 31668

24.01.1995 Reclassified from wagon ‘NCNX 31668 T’ to ’ wagon ‘RCNX 31668 A’.

NCNX 31669

Details: wagon ‘NCNX 31669 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCNX 31669 F; EX RCNX 31669 J
BSG Code: NXKZ

Capacity of 52 tonnes

02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31669 J’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31669 J’

NCNX 31670

Details: wagon ‘NCNX 31670 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RCNX 31670 F
BSG Code: NXKZ

Capacity of 52 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31670 F’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31670 F’

NCNX 31671

19.10.1994 Reclassified from wagon ‘NCNX 31671 K’ to ’ wagon ‘RCNX 31671 Y’.

NCNX 31672

27.09.1994 Reclassified from wagon ‘NCNX 31672 T’ to ’ wagon ‘RCNX 31672 A’.

NCNX 31674

13.09.1988 Reclassified from wagon ‘NCNX 31674 Y’ to ’ wagon ‘NCEX 31674 K’.

NCNX 31675

15.01.1991 Repair ‘HANDRAILS’.
29.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.03.1991 Repair ‘END HOSE’.
16.11.1992 Repair ‘BRAKE LEVER’.
29.08.1993 Repair ‘HANDRAILS’.
27.06.1995 Reclassified from wagon ‘NCNX 31675 A’ to ’ wagon ‘RCNX 31675 E’.

NCNX 31676

Details: wagon ‘NCNX 31676 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW

7124



2.372. Wagon classification starting with ‘NCN’

Intended Use: STEEL COIL
Remarks: EX NCNX 31676 J; EX RCNX 31676 N
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31676 N’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31676 N’

NCNX 31677

18.11.1988 Reclassified from wagon ‘NCNX 31677 S’ to ’ wagon ‘NCEX 31677 Y’.

NCNX 31678

Details: wagon ‘NCNX 31678 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCNX 31678 E; EX RCNX 31678 X
BSG Code: NXKZ

Capacity of 52 tonnes

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31678 X’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31678 X’

NCNX 31679

07.11.1988 Reclassified from wagon ‘NCNX 31679 N’ to ’ wagon ‘NCEX 31679 J’.
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NCNX 31680

12.09.1988 Reclassified from wagon ‘NCNX 31680 J’ to ’ wagon ‘NCEX 31680 F’.

NCNX 31901

Details: wagon ‘NCNX 31901 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCNX 31901 V; EX RCNX 31901C
BSG Code: NXKZ

Capacity of 52 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31901 C’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31901 C’

NCNX 31902

27.09.1994 Reclassified from wagon ‘NCNX 31902 H’ to ’ wagon ‘RCNX 31902 L’.

NCNX 31903

11.07.1988 Reclassified from wagon ‘NCNX 31903 Q’ to ’ wagon ‘NCEX 31903 M’.

NCNX 31904

12.09.1988 Reclassified from wagon ‘NCNX 31904 C’ to ’ wagon ‘NCEX 31904 V’.

NCNX 31905

07.07.1988 Reclassified from wagon ‘NCNX 31905 L’ to ’ wagon ‘NCEX 31905 H’.

NCNX 31906

27.09.1994 Reclassified from wagon ‘NCNX 31906 U’ to ’ wagon ‘RCNX 31906 B’.
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NCNX 31907

11.07.1988 Reclassified from wagon ‘NCNX 31907 G’ to ’ wagon ‘NCEX 31907 C’.

NCNX 31908

29.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1994 Reclassified from wagon ‘NCNX 31908 P’ to ’ wagon ‘RCNX 31908 T’.

NCNX 31909

Details: wagon ‘NCNX 31909 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31909 B
BSG Code: NXKI

Capacity of 52 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31909 U’
14.08.1989 Repair ‘VEHICLE RECLASSIFY’.
14.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31909 U’
15.08.1989 Repair ‘VEHICLE RECLASSIFY’.
15.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31909 U’
19.10.1989 Repair ‘VEHICLE RECLASSIFY’.
19.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31909 U’
20.09.1993 Repair ‘HANDRAILS END’.

NCNX 31910

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘BRAKE PULL ROD’.
03.05.1991 Repair ‘COUPLER COMPLETE’.
03.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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03.05.1991 Repair ‘YOKE COMPLETE’.
17.10.1994 Reclassified from wagon ‘NCNX 31910 U’ to ’ wagon ‘RCNX 31910 B’.

NCNX 31911

Details: wagon ‘NCNX 31911 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31911 G; EX RCNX 31911K
BSG Code: NXKZ

Capacity of 52 tonnes

04.10.1989 Repair ‘END HOSE’.
04.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31911 K’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31911 K’

NCNX 31912

Details: wagon ‘NCNX 31912 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31912 P; EX RCNX 31912T
BSG Code: NXKZ
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Capacity of 52 tonnes

04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘BRAKE PULL ROD’.
04.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31912 T’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31912 T’

NCNX 31913

Details: wagon ‘NCNX 31913 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCNX 31913 B; EX RCNX 31913 F
BSG Code: NXKZ

Capacity of 52 tonnes

04.10.1993 Repair ‘HANDRAILS’.
25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31913 F’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31913 F’

NCNX 31914

18.12.1990 Repair ‘END HOSE’.
30.09.1994 Reclassified from wagon ‘NCNX 31914 K’ to ’ wagon ‘RCNX 31914 Y’.

NCNX 31915

24.11.1994 Reclassified from wagon ‘NCNX 31915 T’ to ’ wagon ‘RCNX 31915 A’.
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NCNX 31916

26.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1994 Reclassified from wagon ‘NCNX 31916 F’ to ’ wagon ‘RCNX 31916 J’.

NCNX 31917

Details: wagon ‘NCNX 31917 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCNX 31917 Y; EX RCNX 31917S
BSG Code: NXKZ

Capacity of 52 tonnes

08.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1990 Repair ‘YOKE CARRIER’.
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31917 S’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31917 S’

NCNX 31918

11.07.1988 Reclassified from wagon ‘NCNX 31918 A’ to ’ wagon ‘NCEX 31918 T’.

NCNX 31919

Details: wagon ‘NCNX 31919 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCNX 31919J; EX RCNX 31919N
BSG Code: NXKZ

Capacity of 52 tonnes

21.07.1995 Repair ‘VEHICLE RECLASSIFY’.
21.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31919 N’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31919 N’

NCNX 31920

27.06.1995 Reclassified from wagon ‘NCNX 31920 F’ to ’ wagon ‘RCNX 31920 J’.

NCNX 31921

27.09.1994 Reclassified from wagon ‘NCNX 31921 Y’ to ’ wagon ‘RCNX 31921 S’.

NCNX 31922

Details: wagon ‘NCNX 31922 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NCNX31922; EX RCNX 31922E
BSG Code: NXKZ

Capacity of 50 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31922 E’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31922 E’
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NCNX 31923

22.04.1988 Reclassified from wagon ‘NCNX 31923 J’ to ’ wagon ‘NCEX 31923 F’.

NCNX 31924

26.10.1988 Reclassified from wagon ‘NCNX 31924 S’ to ’ wagon ‘NCEX 31924 Y’.

NCNX 31925

08.07.1988 Reclassified from wagon ‘NCNX 31925 E’ to ’ wagon ‘NCEX 31925 A’.

NCNX 31926

10.08.1988 Reclassified from wagon ‘NCNX 31926 N’ to ’ wagon ‘NCEX 31926 J’.

NCNX 31927

22.04.1988 Reclassified from wagon ‘NCNX 31927 W’ to ’ wagon ‘NCEX 31927 S’.

NCNX 31928

Details: wagon ‘NCNX 31928 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31928 X; EX RCNX 31928M
BSG Code: NXKI

Capacity of 52 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31928 M’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31928 M’

NCNX 31929

14.07.1989 Reclassified from wagon ‘NCNX 31929 R’ to ’ wagon ‘NCEX 31929 N’.
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NCNX 31930

11.07.1988 Reclassified from wagon ‘NCNX 31930 N’ to ’ wagon ‘NCEX 31930 J’.

NCNY 23148

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 23148 V’

2.373 Wagon classification starting with ‘NCO’

NCOF 20222

06.11.1991 Repair ‘VEHICLE RECLASSIFY’.
06.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20222 W’
07.09.1994 Reclassified from wagon ‘NCOF 20222 J’ to ’ wagon ‘RCOF 20222 N’.

NCOF 20235

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20235 T’
06.09.1994 Reclassified from wagon ‘NCOF 20235 V’ to ’ wagon ‘RCOF 20235 C’.

NCOF 20237

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20237 C’
09.06.1994 Reclassified from wagon ‘NCOF 20237 Q’ to ’ wagon ‘RCQF 20237 D’.

NCOF 20375

13.10.1991 Repair ‘VEHICLE RECLASSIFY’.
13.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20375 M’
06.09.1994 Reclassified from wagon ‘NCOF 20375 Y’ to ’ wagon ‘RCOF 20375 S’.

NCOF 20466

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20466 U’
12.09.1994 Reclassified from wagon ‘NCOF 20466 W’ to ’ wagon ‘RCOF 20466 D’.

NCOF 20473

02.12.1990 Repair ‘VEHICLE RECLASSIFY’.
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02.12.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20473 B’

04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE’.
12.09.1994 Reclassified from wagon ‘NCOF 20473 D’ to ’ wagon ‘RCOF 20473 H’.

NCOF 20526

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20526 S’
07.09.1994 Reclassified from wagon ‘NCOF 20526 U’ to ’ wagon ‘RCOF 20526 B’.

NCOF 20538

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20538 V’
12.05.1994 Reclassified from wagon ‘NCOF 20538 A’ to ’ wagon ‘RCOF 20538 E’.

NCOF 20573

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20573 X’
12.06.1994 Reclassified from wagon ‘NCOF 20573 K’ to ’ wagon ‘RCOF 20573 Y’.

NCOF 20579

20.12.1991 Repair ‘VEHICLE RECLASSIFY’.
20.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20579 Q’
14.07.1995 Reclassified from wagon ‘NCOF 20579 S’ to ’ wagon ‘RCOF 20579 W’.

NCOF 20867

25.11.1991 Repair ‘VEHICLE RECLASSIFY’.
25.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20867 L’
24.11.1994 Reclassified from wagon ‘NCOF 20867 N’ to ’ wagon ‘RCOF 20867 R’.

NCOF 20887

29.10.1991 Repair ‘VEHICLE RECLASSIFY’.
29.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20887 E’
27.09.1994 Reclassified from wagon ‘NCOF 20887 G’ to ’ wagon ‘RCOF 20887 K’.
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NCOF 20902

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20902 R’
06.09.1994 Reclassified from wagon ‘NCOF 20902 T’ to ’ wagon ‘RCOF 20902 A’.

NCOF 20913

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20913 L’
22.11.1994 Reclassified from wagon ‘NCOF 20913 N’ to ’ wagon ‘RCOF 20913 R’.

NCOF 20919

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20919 T’
21.12.1994 Reclassified from wagon ‘NCOF 20919 V’ to ’ wagon ‘RCOF 20919 C’.

NCOF 20930

21.09.1991 Repair ‘VEHICLE RECLASSIFY’.
21.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20930 P’
09.01.1995 Reclassified from wagon ‘NCOF 20930 C’ to ’ wagon ‘RCOF 20930 G’.

NCOF 20932

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20932 S’
20.10.1994 Reclassified from wagon ‘NCOF 20932 U’ to ’ wagon ‘RCOF 20932 B’.

2.374 Wagon classification starting with ‘NCP’

NCPF 31802

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31802 R’
22.05.1994 Reclassified from wagon ‘NCPF 31802 D’ to ’ wagon ‘RCPF 31802 H’.

NCPF 31805

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31805 V’
22.05.1994 Reclassified from wagon ‘NCPF 31805 H’ to ’ wagon ‘RCPF 31805 L’.
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NCPF 31820

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31820 P’
22.05.1994 Reclassified from wagon ‘NCPF 31820 B’ to ’ wagon ‘RCPF 31820 F’.

NCPF 31823

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31823 T’
22.05.1994 Reclassified from wagon ‘NCPF 31823 F’ to ’ wagon ‘RCPF 31823 J’.

NCPF 31832

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31832 S’
22.05.1994 Reclassified from wagon ‘NCPF 31832 E’ to ’ wagon ‘RCPF 31832 X’.

NCPF 31842

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31842 D’
12.06.1994 Reclassified from wagon ‘NCPF 31842 M’ to ’ wagon ‘RCPF 31842 Q’.

NCPF 31857

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31857 K’
22.05.1994 Reclassified from wagon ‘NCPF 31857 T’ to ’ wagon ‘RCPF 31857 A’.

NCPF 31865

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31865 A’
22.05.1994 Reclassified from wagon ‘NCPF 31865 J’ to ’ wagon ‘RCPF 31865 N’.

NCPF 31882

11.04.1991 Repair ‘VEHICLE RECLASSIFY’.
11.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31882 M’
22.05.1994 Reclassified from wagon ‘NCPF 31882 V’ to ’ wagon ‘RCPF 31882 C’.
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NCPF 31883

24.10.1990 Repair ‘VEHICLE RECLASSIFY’.
24.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31883 V’
22.05.1994 Reclassified from wagon ‘NCPF 31883 H’ to ’ wagon ‘RCPF 31883 L’.

2.375 Wagon classification starting with ‘NCQ’

NCQF 20208

25.09.1991 Reclassified from wagon ‘NCQF 20208 H’ to ’ wagon ‘NCQX 20208 K’.
24.05.1994 Reclassified from wagon ‘NCQF 20208 H’ to ’ wagon ‘RCQF 20208 L’.

NCQF 20354

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20354 V’
20.09.1994 Reclassified from wagon ‘NCQF 20354 S’ to ’ wagon ‘RCQF 20354 W’.

NCQF 20361

Details: wagon ‘NCQF 20361 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX20361C
BSG Code: NXKI

Capacity of 78 tonnes

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20361 C’
17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20361 C’
25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20361 C’
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23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20361 C’

NCQF 20426

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20426 W’
25.09.1991 Reclassified from wagon ‘NCQF 20426 T’ to ’ wagon ‘NCQX 20426 W’.

NCQF 20463

01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20463 E’
24.05.1994 Reclassified from wagon ‘NCQF 20463 B’ to ’ wagon ‘RCQF 20463 F’.

NCQF 20514

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20514 D’
31.05.1994 Reclassified from wagon ‘NCQF 20514 A’ to ’ wagon ‘RCQF 20514 E’.

NCQF 20545

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20545 C’
22.05.1994 Reclassified from wagon ‘NCQF 20545 K’ to ’ wagon ‘RCQF 20545 Y’.

NCQF 20850

20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20850 U’
31.05.1994 Reclassified from wagon ‘NCQF 20850 R’ to ’ wagon ‘RCQF 20850 V’.

NCQF 20877

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20877 H’

NCQF 20974

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20974 K’
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25.09.1991 Reclassified from wagon ‘NCQF 20974 H’ to ’ wagon ‘NCQX 20974 K’.

NCQF 20993

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20993 R’
25.09.1991 Reclassified from wagon ‘NCQF 20993 Y’ to ’ wagon ‘NCQX 20993 R’.

NCQF 20994

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20994 D’
06.09.1994 Reclassified from wagon ‘NCQF 20994 A’ to ’ wagon ‘RCQF 20994 E’.

NCQX 20208

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20208 W’
25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20208 H’

NCQX 20213

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20213 X’
06.09.1994 Reclassified from wagon ‘NCQX 20213 T’ to ’ wagon ‘RCQX 20213 A’.

NCQX 20216

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20216 M’
27.04.1995 Reclassified from wagon ‘NCQX 20216 A’ to ’ wagon ‘RCQF 20216 B’.

NCQX 20237

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20237 Y’
12.05.1994 Reclassified from wagon ‘NCQX 20237 C’ to ’ wagon ‘NCOF 20237 Q’.

NCQX 20242

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
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11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20242 A’

06.09.1994 Reclassified from wagon ‘NCQX 20242 L’ to ’ wagon ‘RCQX 20242 P’.

NCQX 20291

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20291 X’
03.06.1994 Reclassified from wagon ‘NCQX 20291 T’ to ’ wagon ‘RCQX 20291 A’.

NCQX 20334

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20334 R’
16.04.1995 Reclassified from wagon ‘NCQX 20334 F’ to ’ wagon ‘RCQF 20334 G’.

NCQX 20342

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20342 H’
31.08.1994 Reclassified from wagon ‘NCQX 20342 S’ to ’ wagon ‘RCQF 20342 T’.

NCQX 20345

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20345 L’
25.10.1994 Reclassified from wagon ‘NCQX 20345 W’ to ’ wagon ‘RCQX 20345 D’.

NCQX 20354

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20354 K’
12.01.1993 Reclassified from wagon ‘NCQX 20354 V’ to ’ wagon ‘NCQF 20354 S’.

NCQX 20360

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20360 F’
20.09.1994 Reclassified from wagon ‘NCQX 20360 Q’ to ’ wagon ‘RCQF 20360 R’.

NCQX 20361

23.03.1993 Reclassified from wagon ‘NCQX 20361 C’ to ’ wagon ‘NCQF 20361 W’.
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NCQX 20369

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20369 R’
24.05.1994 Reclassified from wagon ‘NCQX 20369 F’ to ’ wagon ‘RCQX 20369 J’.

NCQX 20371

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20371 W’
19.10.1994 Reclassified from wagon ‘NCQX 20371 K’ to ’ wagon ‘RCQX 20371 Y’.

NCQX 20377

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20377 H’
06.09.1994 Reclassified from wagon ‘NCQX 20377 S’ to ’ wagon ‘RCQX 20377 W’.

NCQX 20426

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20426 L’
27.07.1991 Reclassified from wagon ‘NCQX 20426 W’ to ’ wagon ‘NCQF 20426 T’.
25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20426 T’

NCQX 20438

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20438 Y’
14.04.1992 Reclassified from wagon ‘NCQX 20438 C’ to ’ wagon ‘NKJY 20438 B’.

NCQX 20463

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20463 Q’
01.12.1993 Reclassified from wagon ‘NCQX 20463 E’ to ’ wagon ‘NCQF 20463 B’.

NCQX 20467

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20467 G’
06.09.1994 Reclassified from wagon ‘NCQX 20467 R’ to ’ wagon ‘RCQX 20467 V’.
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NCQX 20475

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20475 T’
22.10.1994 Reclassified from wagon ‘NCQX 20475 H’ to ’ wagon ‘RCQX 20475 L’.

NCQX 20489

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20489 R’
11.10.1994 Reclassified from wagon ‘NCQX 20489 F’ to ’ wagon ‘RCQF 20489 G’.

NCQX 20514

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20514 P’
23.03.1993 Reclassified from wagon ‘NCQX 20514 D’ to ’ wagon ‘NCQF 20514 A’.

NCQX 20562

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20562 Y’
09.09.1994 Reclassified from wagon ‘NCQX 20562 C’ to ’ wagon ‘RKHY 20562 W’.

NCQX 20587

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20587 G’
31.08.1994 Reclassified from wagon ‘NCQX 20587 R’ to ’ wagon ‘RCQF 20587 S’.

NCQX 20606

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20606 J’
22.10.1994 Reclassified from wagon ‘NCQX 20606 U’ to ’ wagon ‘RCQF 20606 V’.

NCQX 20832

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20832 L’
24.05.1994 Reclassified from wagon ‘NCQX 20832 W’ to ’ wagon ‘RCQF 20832 A’.

7142



2.375. Wagon classification starting with ‘NCQ’

NCQX 20848

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20848 E’
24.05.1994 Reclassified from wagon ‘NCQX 20848 P’ to ’ wagon ‘RCQX 20848 T’.

NCQX 20850

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20850 J’
20.05.1994 Reclassified from wagon ‘NCQX 20850 U’ to ’ wagon ‘NCQF 20850 R’.

NCQX 20852

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20852 E’
06.09.1994 Reclassified from wagon ‘NCQX 20852 P’ to ’ wagon ‘RCQF 20852 Q’.

NCQX 20853

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20853 N’
06.10.1994 Reclassified from wagon ‘NCQX 20853 B’ to ’ wagon ‘RCQF 20853 C’.

NCQX 20858

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20858 M’
24.05.1994 Reclassified from wagon ‘NCQX 20858 A’ to ’ wagon ‘RCQX 20858 E’.

NCQX 20862

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20862 M’
31.08.1994 Reclassified from wagon ‘NCQX 20862 A’ to ’ wagon ‘RCQX 20862 E’.

NCQX 20863

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20863 V’
25.07.1994 Reclassified from wagon ‘NCQX 20863 J’ to ’ wagon ‘RCQF 20863 K’.
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NCQX 20877

27.07.1991 Reclassified from wagon ‘NCQX 20877 H’ to ’ wagon ‘NCQF 20877 E’.
24.05.1994 Reclassified from wagon ‘NCQX 20877 H’ to ’ wagon ‘RCQF 20877 X’.

NCQX 20878

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20878 F’
31.05.1994 Reclassified from wagon ‘NCQX 20878 Q’ to ’ wagon ‘RCQF 20878 R’.

NCQX 20974

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20974 W’
17.06.1991 Reclassified from wagon ‘NCQX 20974 K’ to ’ wagon ‘NCQF 20974 H’.
25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20974 H’
20.09.1994 Reclassified from wagon ‘NCQX 20974 K’ to ’ wagon ‘RCQF 20974 L’.

NCQX 20982

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20982 M’
24.05.1994 Reclassified from wagon ‘NCQX 20982 A’ to ’ wagon ‘RCQX 20982 E’.

NCQX 20993

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20993 G’
17.06.1991 Reclassified from wagon ‘NCQX 20993 R’ to ’ wagon ‘NCQF 20993 Y’.
25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20993 Y’
31.05.1994 Reclassified from wagon ‘NCQX 20993 R’ to ’ wagon ‘RCQX 20993 V’.

NCQX 20994

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20994 P’
23.03.1993 Reclassified from wagon ‘NCQX 20994 D’ to ’ wagon ‘NCQF 20994 A’.
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2.376 Wagon classification starting with ‘NCR’

NCRX 23121

19.10.1994 Reclassified from wagon ‘NCRX 23121 A’ to ’ wagon ‘RCRX 23121 E’.

NCRX 23122

29.11.1994 Reclassified from wagon ‘NCRX 23122 J’ to ’ wagon ‘RCRX 23122 N’.

NCRX 23124

02.06.1994 Reclassified from wagon ‘NCRX 23124 E’ to ’ wagon ‘NCLX 23124 J’.
17.11.1994 Reclassified from wagon ‘NCRX 23124 E’ to ’ wagon ‘RCRX 23124 X’.

NCRX 23126

08.03.1991 Repair ‘COUPLER COMPLETE’.
12.01.1995 Reclassified from wagon ‘NCRX 23126 W’ to ’ wagon ‘RCRX 23126 D’.

NCRX 23130

17.10.1994 Reclassified from wagon ‘NCRX 23130 W’ to ’ wagon ‘RCRX 23130 D’.

NCRX 23131

16.11.1994 Reclassified from wagon ‘NCRX 23131 X’ to ’ wagon ‘RCRX 23131 M’.

NCRX 23133

18.03.1992 Repair ‘SIDE STEP’.
13.11.1994 Reclassified from wagon ‘NCRX 23133 D’ to ’ wagon ‘RCRX 23133 H’.

NCRX 23134

08.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.05.1994 Reclassified from wagon ‘NCRX 23134 M’ to ’ wagon ‘RCRX 23134 Q’.

NCRX 23135

17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRANCH PIPE’.
17.04.1991 Repair ‘SIDE STEP’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Repair ‘YOKE CARRIER’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Reclassified from wagon ‘NCRX 23135 V’ to ’ wagon ‘RCRX 23135 C’.
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NCRX 23137

02.05.1991 Repair ‘BRAKE PULL ROD’.
15.06.1994 Reclassified from wagon ‘NCRX 23137 Q’ to ’ wagon ‘RCRX 23137 U’.

NCRX 23138

03.08.1992 Repair ‘HANDRAILS’.
15.02.1993 Repair ‘HANDRAILS’.
17.11.1994 Reclassified from wagon ‘NCRX 23138 C’ to ’ wagon ‘RCRX 23138 G’.

NCRX 23140

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘YOKE CARRIER’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
29.04.1992 Repair ‘END BRAKE COCK’.
29.04.1992 Repair ‘END HOSE’.
27.09.1994 Reclassified from wagon ‘NCRX 23140 H’ to ’ wagon ‘RCRX 23140 L’.

NCRX 23141

17.11.1994 Reclassified from wagon ‘NCRX 23141 Q’ to ’ wagon ‘RCRX 23141 U’.

NCRX 23142

26.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1994 Reclassified from wagon ‘NCRX 23142 C’ to ’ wagon ‘RCRX 23142 G’.

NCRX 23143

Details: wagon ‘NCRX 23143 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NXKI

Capacity of 51 tonnes
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NCRX 23144

24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.03.1995 Reclassified from wagon ‘NCRX 23144 U’ to ’ wagon ‘RCRX 23144 B’.

NCRX 23145

23.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Reclassified from wagon ‘NCRX 23145 G’ to ’ wagon ‘RCRX 23145 K’.

NCRX 23147

04.08.1993 Repair ‘SIDE STEP’.
27.09.1994 Reclassified from wagon ‘NCRX 23147 B’ to ’ wagon ‘RCRX 23147 F’.

NCRX 23150

23.05.1992 Repair ‘HANDRAILS’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Reclassified from wagon ‘NCRX 23150 P’ to ’ wagon ‘RCRX 23150 T’.

NCRX 23155

14.02.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Reclassified from wagon ‘NCRX 23155 Y’ to ’ wagon ‘RCRX 23155 S’.

NCRX 23156

15.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1994 Reclassified from wagon ‘NCRX 23156 A’ to ’ wagon ‘RCRX 23156 E’.

2.377 Wagon classification starting with ‘NCT’

NCTY 85100

12.06.1994 Reclassified from wagon ‘NCTY 85100 E’ to ’ wagon ‘RCTY 85100 X’.

NCTY 85101

Details: wagon ‘NCTY 85101 N’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 14.5m
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Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85101 N / RTCY 85101 R
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85101 R’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85101 R’

NCTY 85102

12.06.1994 Reclassified from wagon ‘NCTY 85102 W’ to ’ wagon ‘RCTY 85102 D’.

NCTY 85103

Details: wagon ‘NCTY 85103 X’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85103 X; EX RCTY 85103 M
BSG Code: NSKI

Capacity of 54 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85103 M’
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85103 M’
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NCTY 85104

Details: wagon ‘NCTY 85104 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85104 R; EX RCTY 85104V
BSG Code: NSKI

Capacity of 54 tonnes

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85104 V’
20.01.1997 Repair ‘VEHICLE RECLASSIFY’.
20.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85104 V’

NCTY 85105

Details: wagon ‘NCTY 85105 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85105 D; EX RCTY 85105 H
BSG Code: NSKI

Capacity of 54 tonnes

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85105 H’

7149



2. TIMS GROUP INFORMATION - WAGONS

20.01.1997 Repair ‘VEHICLE RECLASSIFY’.
20.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85105 H’

NCTY 85106

12.06.1994 Reclassified from wagon ‘NCTY 85106 M’ to ’ wagon ‘RCTY 85106 Q’.

NCTY 85107

Details: wagon ‘NCTY 85107 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY 20525
BSG Code: NSKI

NCTY 85108

Details: wagon ‘NCTY 85108 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCTY 85108 H; EX RCTY 85108 L
BSG Code: NSKI

Capacity of 54 tonnes

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85108 L’

7150



2.377. Wagon classification starting with ‘NCT’

29.01.1997 Repair ‘VEHICLE RECLASSIFY’.
29.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85108 L’

NCTY 85109

22.07.1994 Reclassified from wagon ‘NCTY 85109 Q’ to ’ wagon ‘RCTY 85109 U’.

NCTY 85110

Details: wagon ‘NCTY 85110 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85110 M; EX RCTY 85110Q
BSG Code: NSKI

Capacity of 54 tonnes

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85110 Q’
20.01.1997 Repair ‘VEHICLE RECLASSIFY’.
20.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85110 Q’

NCTY 85111

Details: wagon ‘NCTY 85111 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL COIL
Remarks: EX NCTY 85111 V; EX RCTY 85111 C
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85111 C’
29.01.1997 Repair ‘VEHICLE RECLASSIFY’.
29.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85111 C’

NCTY 85112

Details: wagon ‘NCTY 85112 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85112 H; EX RCTY 85112 L
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85112 L’
20.01.1997 Repair ‘VEHICLE RECLASSIFY’.
20.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85112 L’

NCTY 85113

Details: wagon ‘NCTY 85113 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85113 Q; EX NCTY 85113 Q
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85113 U’
29.01.1997 Repair ‘VEHICLE RECLASSIFY’.
29.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85113 U’

NCTY 85114

22.05.1994 Reclassified from wagon ‘NCTY 85114 C’ to ’ wagon ‘RCTY 85114 G’.

NCTY 85115

Details: wagon ‘NCTY 85115 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY 20329;X NCTY 85115L;X RCTY 85115
BSG Code: NSKI

Capacity of 56 tonnes

05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85115 P’
20.01.1997 Repair ‘VEHICLE RECLASSIFY’.
20.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85115 P’
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NCTY 85117

Details: wagon ‘NCTY 85117 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85117 G; EX RCTY 85117 K
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85117 K’
20.01.1997 Repair ‘VEHICLE RECLASSIFY’.
20.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85117 K’

NCTY 85118

Details: wagon ‘NCTY 85118 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85118 P, EX RCTY 85118
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85118 T’
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04.02.1997 Repair ‘VEHICLE RECLASSIFY’.
04.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85118 T’

NCTY 85119

Details: wagon ‘NCTY 85119 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85119 B; EX RCTY85119 F
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85119 F’
29.01.1997 Repair ‘VEHICLE RECLASSIFY’.
29.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85119 F’

NCTY 85120

Details: wagon ‘NCTY 85120 U’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85120 U / RTCY 85120 B
BSG Code: NSKI
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Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85120 B’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85120 B’

NCTY 85121

22.05.1994 Reclassified from wagon ‘NCTY 85121 G’ to ’ wagon ‘RCTY 85121 K’.

NCTY 85122

Details: wagon ‘NCTY 85122 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85122 P / RCTY 85122 T
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85122 T’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCTY 85122 T’

NCTY 85123

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20488 X’
12.06.1994 Reclassified from wagon ‘NCTY 85123 B’ to ’ wagon ‘RCTY 85123 F’.
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2.378 Wagon classification starting with ‘NCU’

NCUX 28379

Details: wagon ‘NCUX 28379 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 28401

Details: wagon ‘NCUX 28401 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 28401 V; EX RCUX 28401C
BSG Code: NXKZ

Capacity of 52 tonnes

13.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28401 C’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28401 C’

NCUX 28406

Details: wagon ‘NCUX 28406 U’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCUX 28406 U; EX RCUX 28406 B
BSG Code: NXKZ

Capacity of 52 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28406 B’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28406 B’

NCUX 28411

12.07.1994 Reclassified from wagon ‘NCUX 28411 G’ to ’ wagon ‘RCUX 28411 K’.

NCUX 28413

27.09.1994 Reclassified from wagon ‘NCUX 28413 B’ to ’ wagon ‘RCUX 28413 F’.

NCUX 28415

Details: wagon ‘NCUX 28415 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 28427

Details: wagon ‘NCUX 28427 W’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCUX 28427 W; EX RCUX 28427D
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28427 D’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28427 D’

NCUX 28442

Details: wagon ‘NCUX 28442 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCUX 28442 Q; EX RCUX 28442U
BSG Code: NXKZ

Capacity of 52 tonnes

01.12.1995 Repair ‘VEHICLE RECLASSIFY’.
01.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28442 U’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28442 U’
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NCUX 28468

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
12.07.1994 Reclassified from wagon ‘NCUX 28468 R’ to ’ wagon ‘RCUX 28468 V’.

NCUX 28488

27.09.1994 Reclassified from wagon ‘NCUX 28488 K’ to ’ wagon ‘RCUX 28488 Y’.

NCUX 28520

10.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1994 Reclassified from wagon ‘NCUX 28520 M’ to ’ wagon ‘RCUX 28520 Q’.

NCUX 28522

Details: wagon ‘NCUX 28522 H’ in AN ‘Mainland Division’.

Owner: SRS OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 28522 H; EX RCUX 28522L
BSG Code: NXKZ

Capacity of 52 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28522 L’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28522 L’

NCUX 28529

Details: wagon ‘NCUX 28529 B’ in AN ‘Mainland Division’.

7160



2.378. Wagon classification starting with ‘NCU’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCUX 28529 B; EX RCUX 28529F
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28529 F’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 28529 F’

NCUX 28575

Details: wagon ‘NCUX 28575 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 28617

Details: wagon ‘NCUX 28617 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 31613

Details: wagon ‘NCUX 31613 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCUX; EX RCUX 31613F
BSG Code: NXKZ

Capacity of 55 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31613 F’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31613 F’

NCUX 31617

Details: wagon ‘NCUX 31617 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCUX 31617 Y; EX RCUX 31617S
BSG Code: NXKZ
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Capacity of 52 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31617 S’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31617 S’

NCUX 31621

Details: wagon ‘NCUX 31621 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 31621E
BSG Code: NXKZ

Capacity of 58 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 31621 E’

NCUX 31622

05.06.1991 Repair ‘BOGIE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Reclassified from wagon ‘NCUX 31622 A’ to ’ wagon ‘RCUX 31622 E’.

NCUX 31627

Details: wagon ‘NCUX 31627 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 31628

Details: wagon ‘NCUX 31628 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 31628 X; EX RCUX 31628M
BSG Code: NXKI

Capacity of 52 tonnes

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31628 M’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31628 M’

NCUX 31651

Details: wagon ‘NCUX 31651 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCUX 31651 P; EX RCUX 31651T
BSG Code: NXKZ
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Capacity of 51 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31651 T’
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RCUX 31651 T’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 31651 T’

NCUX 33407

Details: wagon ‘NCUX 33407 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX33407
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33407 R’

NCUX 33408

12.07.1994 Reclassified from wagon ‘NCUX 33408 N’ to ’ wagon ‘RCUX 33408 R’.

NCUX 33413

Details: wagon ‘NCUX 33413 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33413M
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33413 M’

NCUX 33436

Details: wagon ‘NCUX 33436 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 33436; EX RCUX 33436A
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33436 J’
13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33436 A’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33436 A’

NCUX 33441

Details: wagon ‘NCUX 33441 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33441/NCUX 33441F;EX RCUX33441J
BSG Code: NXKZ

Capacity of 49 tonnes

29.11.1995 Repair ‘VEHICLE RECLASSIFY’.
29.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33441 J’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33441 J’

NCUX 33478

Details: wagon ‘NCUX 33478 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33478;EX NCUX 33478 A; EX RCUX
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33478 N’
05.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33478 E’
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19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33478 E’

NCUX 33493

Details: wagon ‘NCUX 33493 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: RECLASSIFIED FROM UCX33493G
BSG Code: NXKZ

Capacity of 49 tonnes

NCUX 33532

Details: wagon ‘NCUX 33532 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX33532D/NCUX33532N;EX RCUX 33532 R
BSG Code: NXKI

Capacity of 49 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33532 R’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33532 R’
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NCUX 33537

Details: wagon ‘NCUX 33537 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 33537 M; EX RCUX 33537Q
BSG Code: NXKZ

Capacity of 52 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33537 Q’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33537 Q’

NCUX 33556

Details: wagon ‘NCUX 33556 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
BSG Code: NXKI

NCUX 33586

19.10.1995 Reclassified from wagon ‘NCUX 33586 U’ to ’ wagon ‘RCUX 33586 B’.
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NCUX 33587

Details: wagon ‘NCUX 33587 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33587
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33587 T’

NCUX 33600

Details: wagon ‘NCUX 33600 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33600
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33600 Y’
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NCUX 33607

Details: wagon ‘NCUX 33607 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 33619

Details: wagon ‘NCUX 33619 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXKZ

NCUX 33643

27.09.1994 Reclassified from wagon ‘NCUX 33643 Y’ to ’ wagon ‘RCUX 33643 S’.

NCUX 33646

Details: wagon ‘NCUX 33646 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: STEEL COIL
Remarks: EX NOBX33646/NCUX33646S; EX RCUX 33646W
BSG Code: NXKI

Capacity of 49 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 33646 H’
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33646 W’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33646 W’

NCUX 33656

Details: wagon ‘NCUX 33656 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCUX; EX RCUX 33656H
BSG Code: NXKZ

Capacity of 55 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33656 H’
16.08.1996 Repair ‘VEHICLE RECLASSIFY’.
16.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCUX 33656 H’

2.379 Wagon classification starting with ‘NCW’

NCWF 85000

03.05.1994 Reclassified from wagon ‘NCWF 85000 W’ to ’ wagon ‘RCWF 85000 D’.
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NCWF 85002

03.05.1994 Reclassified from wagon ‘NCWF 85002 R’ to ’ wagon ‘RCWF 85002 V’.

NCWF 85003

04.05.1994 Reclassified from wagon ‘NCWF 85003 D’ to ’ wagon ‘RCWF 85003 H’.

NCWF 85004

12.05.1994 Reclassified from wagon ‘NCWF 85004 M’ to ’ wagon ‘RCWF 85004 Q’.

NCWF 85005

06.09.1994 Reclassified from wagon ‘NCWF 85005 V’ to ’ wagon ‘RCWF 85005 C’.

NCWF 85006

03.05.1994 Reclassified from wagon ‘NCWF 85006 H’ to ’ wagon ‘RCWF 85006 L’.

NCWF 85007

03.05.1994 Reclassified from wagon ‘NCWF 85007 Q’ to ’ wagon ‘RCWF 85007 U’.

NCWF 85008

22.05.1994 Reclassified from wagon ‘NCWF 85008 C’ to ’ wagon ‘RCWF 85008 G’.

NCWF 85009

12.05.1994 Reclassified from wagon ‘NCWF 85009 L’ to ’ wagon ‘RCWF 85009 P’.

NCWF 85010

12.05.1994 Reclassified from wagon ‘NCWF 85010 H’ to ’ wagon ‘RCWF 85010 L’.

NCWF 85012

22.05.1994 Reclassified from wagon ‘NCWF 85012 C’ to ’ wagon ‘RCWF 85012 G’.

NCWF 85013

31.05.1994 Reclassified from wagon ‘NCWF 85013 L’ to ’ wagon ‘RCWF 85013 P’.

NCWF 85014

12.05.1994 Reclassified from wagon ‘NCWF 85014 U’ to ’ wagon ‘RCWF 85014 B’.

NCWF 85015

12.05.1994 Reclassified from wagon ‘NCWF 85015 G’ to ’ wagon ‘RCWF 85015 K’.

7173



2. TIMS GROUP INFORMATION - WAGONS

NCWF 85016

16.06.1994 Reclassified from wagon ‘NCWF 85016 P’ to ’ wagon ‘RCWF 85016 T’.

NCWF 85017

09.06.1994 Reclassified from wagon ‘NCWF 85017 B’ to ’ wagon ‘RCWF 85017 F’.

NCWF 85018

13.11.1995 Reclassified from wagon ‘NCWF 85018 K’ to ’ wagon ‘RCWF 85018 Y’.

NCWF 85019

03.05.1994 Reclassified from wagon ‘NCWF 85019 T’ to ’ wagon ‘RCWF 85019 A’.

NCWF 85020

14.01.1996 Reclassified from wagon ‘NCWF 85020 P’ to ’ wagon ‘RCWF 85020 T’.

NCWF 85021

04.05.1994 Reclassified from wagon ‘NCWF 85021 B’ to ’ wagon ‘RCWF 85021 F’.

NCWF 85022

23.11.1994 Reclassified from wagon ‘NCWF 85022 K’ to ’ wagon ‘RCWF 85022 Y’.

NCWF 85023

09.06.1994 Reclassified from wagon ‘NCWF 85023 T’ to ’ wagon ‘RCWF 85023 A’.

NCWF 85024

03.05.1994 Reclassified from wagon ‘NCWF 85024 F’ to ’ wagon ‘RCWF 85024 J’.

NCWF 85025

04.05.1994 Reclassified from wagon ‘NCWF 85025 Y’ to ’ wagon ‘RCWF 85025 S’.

NCWF 85026

04.05.1994 Reclassified from wagon ‘NCWF 85026 A’ to ’ wagon ‘RCWF 85026 E’.

NCWF 85027

25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Reclassified from wagon ‘NCWF 85027 J’ to ’ wagon ‘RCWF 85027 N’.
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NCWF 85028

03.05.1994 Reclassified from wagon ‘NCWF 85028 S’ to ’ wagon ‘RCWF 85028 W’.

NCWF 85029

31.05.1994 Reclassified from wagon ‘NCWF 85029 E’ to ’ wagon ‘RCWF 85029 X’.

NCWF 85030

12.05.1994 Reclassified from wagon ‘NCWF 85030 A’ to ’ wagon ‘RCWF 85030 E’.

NCWF 85031

12.05.1994 Reclassified from wagon ‘NCWF 85031 J’ to ’ wagon ‘RCWF 85031 N’.

NCWF 85032

12.09.1994 Reclassified from wagon ‘NCWF 85032 S’ to ’ wagon ‘RCWF 85032 W’.

NCWF 85033

22.05.1994 Reclassified from wagon ‘NCWF 85033 E’ to ’ wagon ‘RCWF 85033 X’.

NCWF 85034

03.05.1994 Reclassified from wagon ‘NCWF 85034 N’ to ’ wagon ‘RCWF 85034 R’.

NCWF 85035

04.05.1994 Reclassified from wagon ‘NCWF 85035 W’ to ’ wagon ‘RCWF 85035 D’.

NCWF 85036

12.05.1994 Reclassified from wagon ‘NCWF 85036 X’ to ’ wagon ‘RCWF 85036 M’.

NCWF 85037

03.05.1994 Reclassified from wagon ‘NCWF 85037 R’ to ’ wagon ‘RCWF 85037 V’.

NCWF 85039

03.05.1994 Reclassified from wagon ‘NCWF 85039 M’ to ’ wagon ‘RCWF 85039 Q’.

NCWF 85040

23.08.1994 Reclassified from wagon ‘NCWF 85040 X’ to ’ wagon ‘RCWF 85040 M’.

NCWF 85041

03.05.1994 Reclassified from wagon ‘NCWF 85041 R’ to ’ wagon ‘RCWF 85041 V’.
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NCWF 85042

03.05.1994 Reclassified from wagon ‘NCWF 85042 D’ to ’ wagon ‘RCWF 85042 H’.

NCWF 85045

09.06.1994 Reclassified from wagon ‘NCWF 85045 H’ to ’ wagon ‘RCWF 85045 L’.

NCWF 85046

03.05.1994 Reclassified from wagon ‘NCWF 85046 Q’ to ’ wagon ‘RCWF 85046 U’.

NCWF 85047

14.09.1994 Reclassified from wagon ‘NCWF 85047 C’ to ’ wagon ‘RCWF 85047 G’.

NCWF 85048

08.06.1994 Reclassified from wagon ‘NCWF 85048 L’ to ’ wagon ‘RCWF 85048 P’.

NCWF 85049

18.06.1994 Reclassified from wagon ‘NCWF 85049 U’ to ’ wagon ‘RCWF 85049 B’.

NCWF 85050

03.05.1994 Reclassified from wagon ‘NCWF 85050 Q’ to ’ wagon ‘RCWF 85050 U’.

NCWF 85051

03.05.1994 Reclassified from wagon ‘NCWF 85051 C’ to ’ wagon ‘RCWF 85051 G’.

NCWF 85052

09.06.1994 Reclassified from wagon ‘NCWF 85052 L’ to ’ wagon ‘RCWF 85052 P’.

NCWF 85053

03.05.1994 Reclassified from wagon ‘NCWF 85053 U’ to ’ wagon ‘RCWF 85053 B’.

NCWF 85055

26.05.1994 Reclassified from wagon ‘NCWF 85055 P’ to ’ wagon ‘RCWF 85055 T’.

NCWF 85056

22.05.1994 Reclassified from wagon ‘NCWF 85056 B’ to ’ wagon ‘RCWF 85056 F’.

NCWF 85057

22.05.1994 Reclassified from wagon ‘NCWF 85057 K’ to ’ wagon ‘RCWF 85057 Y’.
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NCWF 85058

08.06.1994 Reclassified from wagon ‘NCWF 85058 T’ to ’ wagon ‘RCWF 85058 A’.

NCWF 85060

03.05.1994 Reclassified from wagon ‘NCWF 85060 B’ to ’ wagon ‘RCWF 85060 F’.

NCWF 85061

03.05.1994 Reclassified from wagon ‘NCWF 85061 K’ to ’ wagon ‘RCWF 85061 Y’.

NCWF 85062

12.05.1994 Reclassified from wagon ‘NCWF 85062 T’ to ’ wagon ‘RCWF 85062 A’.

NCWF 85063

03.05.1994 Reclassified from wagon ‘NCWF 85063 F’ to ’ wagon ‘RCWF 85063 J’.

NCWF 85064

22.05.1994 Reclassified from wagon ‘NCWF 85064 Y’ to ’ wagon ‘RCWF 85064 S’.

NCWF 85065

20.04.1994 Reclassified from wagon ‘NCWF 85065 A’ to ’ wagon ‘RCWF 85065 E’.

NCWF 85066

03.05.1994 Reclassified from wagon ‘NCWF 85066 J’ to ’ wagon ‘RCWF 85066 N’.

NCWF 85067

11.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1994 Reclassified from wagon ‘NCWF 85067 S’ to ’ wagon ‘RCWF 85067 W’.

NCWF 85068

03.05.1994 Reclassified from wagon ‘NCWF 85068 E’ to ’ wagon ‘RCWF 85068 X’.

NCWF 85069

30.09.1994 Reclassified from wagon ‘NCWF 85069 N’ to ’ wagon ‘RCWF 85069 R’.

NCWF 85070

04.05.1994 Reclassified from wagon ‘NCWF 85070 J’ to ’ wagon ‘RCWF 85070 N’.
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NCWF 85071

03.05.1994 Reclassified from wagon ‘NCWF 85071 S’ to ’ wagon ‘RCWF 85071 W’.

NCWF 85072

10.02.1991 Repair ‘SIDE STEP’.
10.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1991 Repair ‘SIDE STEP’.
30.09.1994 Reclassified from wagon ‘NCWF 85072 E’ to ’ wagon ‘RCWF 85072 X’.

NCWF 85073

12.09.1994 Reclassified from wagon ‘NCWF 85073 N’ to ’ wagon ‘RCWF 85073 R’.

NCWF 85074

03.05.1994 Reclassified from wagon ‘NCWF 85074 W’ to ’ wagon ‘RCWF 85074 D’.

NCWF 85075

12.05.1994 Reclassified from wagon ‘NCWF 85075 X’ to ’ wagon ‘RCWF 85075 M’.

NCWF 85076

09.06.1994 Reclassified from wagon ‘NCWF 85076 R’ to ’ wagon ‘RCWF 85076 V’.

NCWF 85077

12.05.1994 Reclassified from wagon ‘NCWF 85077 D’ to ’ wagon ‘RCWF 85077 H’.

NCWF 85078

08.06.1994 Reclassified from wagon ‘NCWF 85078 M’ to ’ wagon ‘RCWF 85078 Q’.

NCWF 85079

09.06.1994 Reclassified from wagon ‘NCWF 85079 V’ to ’ wagon ‘RCWF 85079 C’.

NCWF 85080

04.05.1994 Reclassified from wagon ‘NCWF 85080 R’ to ’ wagon ‘RCWF 85080 V’.

NCWF 85081

09.06.1994 Reclassified from wagon ‘NCWF 85081 D’ to ’ wagon ‘RCWF 85081 H’.

NCWF 85082

22.05.1994 Reclassified from wagon ‘NCWF 85082 M’ to ’ wagon ‘RCWF 85082 Q’.
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NCWF 85083

03.05.1994 Reclassified from wagon ‘NCWF 85083 V’ to ’ wagon ‘RCWF 85083 C’.

NCWF 85084

12.05.1994 Reclassified from wagon ‘NCWF 85084 H’ to ’ wagon ‘RCWF 85084 L’.

NCWF 85085

03.05.1994 Reclassified from wagon ‘NCWF 85085 Q’ to ’ wagon ‘RCWF 85085 U’.

NCWF 85086

04.05.1994 Reclassified from wagon ‘NCWF 85086 C’ to ’ wagon ‘RCWF 85086 G’.

NCWF 85087

11.04.1995 Reclassified from wagon ‘NCWF 85087 L’ to ’ wagon ‘RCWF 85087 P’.

NCWF 85088

08.06.1994 Reclassified from wagon ‘NCWF 85088 U’ to ’ wagon ‘RCWF 85088 B’.

NCWF 85089

31.05.1994 Reclassified from wagon ‘NCWF 85089 G’ to ’ wagon ‘RCWF 85089 K’.

NCWF 85090

08.06.1994 Reclassified from wagon ‘NCWF 85090 C’ to ’ wagon ‘RCWF 85090 G’.

NCWF 85091

03.05.1994 Reclassified from wagon ‘NCWF 85091 L’ to ’ wagon ‘RCWF 85091 P’.

NCWF 85092

09.06.1994 Reclassified from wagon ‘NCWF 85092 U’ to ’ wagon ‘RCWF 85092 B’.

NCWF 85093

23.11.1994 Reclassified from wagon ‘NCWF 85093 G’ to ’ wagon ‘RCWF 85093 K’.

NCWF 85094

04.05.1994 Reclassified from wagon ‘NCWF 85094 P’ to ’ wagon ‘RCWF 85094 T’.

NCWF 85095

12.05.1994 Reclassified from wagon ‘NCWF 85095 B’ to ’ wagon ‘RCWF 85095 F’.
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NCWF 85096

03.05.1994 Reclassified from wagon ‘NCWF 85096 K’ to ’ wagon ‘RCWF 85096 Y’.

NCWF 85097

12.05.1994 Reclassified from wagon ‘NCWF 85097 T’ to ’ wagon ‘RCWF 85097 A’.

NCWF 85098

22.05.1994 Reclassified from wagon ‘NCWF 85098 F’ to ’ wagon ‘RCWF 85098 J’.

NCWF 85099

12.05.1994 Reclassified from wagon ‘NCWF 85099 Y’ to ’ wagon ‘RCWF 85099 S’.

2.380 Wagon classification starting with ‘NCX’

NCX 31673

05.09.1988 Reclassified from wagon ‘NCX 31673 X’ to ’ wagon ‘NCEX 31673 B’.

NCX 31928

10.11.1987 Reclassified from wagon ‘NCX 31928 L’ to ’ wagon ‘NCNX 31928 X’.

2.381 Wagon classification starting with ‘NDA’

NDAF 2401

Details: wagon ‘NDAF 2401 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes
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2.381. Wagon classification starting with ‘NDA’

NDAF 2402

Details: wagon ‘NDAF 2402 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2403

Details: wagon ‘NDAF 2403 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2404

Details: wagon ‘NDAF 2404 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2405

Details: wagon ‘NDAF 2405 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2406

Details: wagon ‘NDAF 2406 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ
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Capacity of 56 tonnes

NDAF 2408

Details: wagon ‘NDAF 2408 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2409

Details: wagon ‘NDAF 2409 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2410

Details: wagon ‘NDAF 2410 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2411

Details: wagon ‘NDAF 2411 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2412

Details: wagon ‘NDAF 2412 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2413

Details: wagon ‘NDAF 2413 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2414

Details: wagon ‘NDAF 2414 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes
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NDAF 2415

Details: wagon ‘NDAF 2415 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2416

Details: wagon ‘NDAF 2416 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2417

Details: wagon ‘NDAF 2417 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne

7186



2.381. Wagon classification starting with ‘NDA’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2418

Details: wagon ‘NDAF 2418 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2419

Details: wagon ‘NDAF 2419 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ
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Capacity of 56 tonnes

NDAF 2420

Details: wagon ‘NDAF 2420 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2421

Details: wagon ‘NDAF 2421 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2422

Details: wagon ‘NDAF 2422 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NDAF 2423

Details: wagon ‘NDAF 2423 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

2.382 Wagon classification starting with ‘NDC’

NDCH 1602

Details: wagon ‘NDCH 1602 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1603

Details: wagon ‘NDCH 1603 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1604

Details: wagon ‘NDCH 1604 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1605

Details: wagon ‘NDCH 1605 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1606

Details: wagon ‘NDCH 1606 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1607

Details: wagon ‘NDCH 1607 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1608

Details: wagon ‘NDCH 1608 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1609

Details: wagon ‘NDCH 1609 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ
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Capacity of 35 tonnes

NDCH 1610

Details: wagon ‘NDCH 1610 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1611

Details: wagon ‘NDCH 1611 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1612

Details: wagon ‘NDCH 1612 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1613

Details: wagon ‘NDCH 1613 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1614

Details: wagon ‘NDCH 1614 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1615

Details: wagon ‘NDCH 1615 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1616

Details: wagon ‘NDCH 1616 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1617

Details: wagon ‘NDCH 1617 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1618

Details: wagon ‘NDCH 1618 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1619

Details: wagon ‘NDCH 1619 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1620

Details: wagon ‘NDCH 1620 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1621

Details: wagon ‘NDCH 1621 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ
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Capacity of 35 tonnes

NDCH 1622

Details: wagon ‘NDCH 1622 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1623

Details: wagon ‘NDCH 1623 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1624

Details: wagon ‘NDCH 1624 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1625

Details: wagon ‘NDCH 1625 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1626

Details: wagon ‘NDCH 1626 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1627

Details: wagon ‘NDCH 1627 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1628

Details: wagon ‘NDCH 1628 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1629

Details: wagon ‘NDCH 1629 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1630

Details: wagon ‘NDCH 1630 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1631

Details: wagon ‘NDCH 1631 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1632

Details: wagon ‘NDCH 1632 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1633

Details: wagon ‘NDCH 1633 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

7202



2.382. Wagon classification starting with ‘NDC’

Capacity of 35 tonnes

NDCH 1634

Details: wagon ‘NDCH 1634 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1635

Details: wagon ‘NDCH 1635 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1636

Details: wagon ‘NDCH 1636 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1637

Details: wagon ‘NDCH 1637 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1638

Details: wagon ‘NDCH 1638 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1639

Details: wagon ‘NDCH 1639 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1640

Details: wagon ‘NDCH 1640 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1641

Details: wagon ‘NDCH 1641 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1642

Details: wagon ‘NDCH 1642 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1643

Details: wagon ‘NDCH 1643 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1644

Details: wagon ‘NDCH 1644 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1645

Details: wagon ‘NDCH 1645 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ
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Capacity of 35 tonnes

NDCH 1646

Details: wagon ‘NDCH 1646 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1647

Details: wagon ‘NDCH 1647 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1648

Details: wagon ‘NDCH 1648 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1649

Details: wagon ‘NDCH 1649 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1650

Details: wagon ‘NDCH 1650 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1651

Details: wagon ‘NDCH 1651 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1652

Details: wagon ‘NDCH 1652 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1653

Details: wagon ‘NDCH 1653 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1654

Details: wagon ‘NDCH 1654 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1655

Details: wagon ‘NDCH 1655 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1656

Details: wagon ‘NDCH 1656 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1657

Details: wagon ‘NDCH 1657 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ
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2.382. Wagon classification starting with ‘NDC’

Capacity of 35 tonnes

NDCH 1658

Details: wagon ‘NDCH 1658 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1659

Details: wagon ‘NDCH 1659 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1660

Details: wagon ‘NDCH 1660 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1661

Details: wagon ‘NDCH 1661 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1662

Details: wagon ‘NDCH 1662 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1663

Details: wagon ‘NDCH 1663 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1664

Details: wagon ‘NDCH 1664 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1665

Details: wagon ‘NDCH 1665 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1666

Details: wagon ‘NDCH 1666 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1667

Details: wagon ‘NDCH 1667 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1668

Details: wagon ‘NDCH 1668 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1669

Details: wagon ‘NDCH 1669 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ
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Capacity of 35 tonnes

NDCH 1670

Details: wagon ‘NDCH 1670 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1671

Details: wagon ‘NDCH 1671 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1672

Details: wagon ‘NDCH 1672 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1673

Details: wagon ‘NDCH 1673 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1674

Details: wagon ‘NDCH 1674 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1675

Details: wagon ‘NDCH 1675 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1676

Details: wagon ‘NDCH 1676 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes
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NDCH 1677

Details: wagon ‘NDCH 1677 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1678

Details: wagon ‘NDCH 1678 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1679

Details: wagon ‘NDCH 1679 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1680

Details: wagon ‘NDCH 1680 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1681

Details: wagon ‘NDCH 1681 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ
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Capacity of 35 tonnes

NDCH 1682

Details: wagon ‘NDCH 1682 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1683

Details: wagon ‘NDCH 1683 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1684

Details: wagon ‘NDCH 1684 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 1685

Details: wagon ‘NDCH 1685 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2051

Details: wagon ‘NDCH 2051 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

7224



2.382. Wagon classification starting with ‘NDC’

Remarks: EX NOAF 28199 N
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28199 N’

NDCH 2052

Details: wagon ‘NDCH 2052 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28372 R
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28372 R’

NDCH 2061

Details: wagon ‘NDCH 2061 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDMF 2061 Q
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BSG Code: NSOZ

Capacity of 55 tonnes

28.06.1992 Repair ‘VEHICLE RECLASSIFY’.
28.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NDMF 2061 Q’

NDCH 2065

Details: wagon ‘NDCH 2065 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2066

Details: wagon ‘NDCH 2066 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

7226



2.382. Wagon classification starting with ‘NDC’

NDCH 2067

Details: wagon ‘NDCH 2067 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2070

Details: wagon ‘NDCH 2070 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28212 X
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28212 X’

NDCH 2071

Details: wagon ‘NDCH 2071 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D

7227



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2072

Details: wagon ‘NDCH 2072 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28266 P
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28266 P’

NDCH 2075

Details: wagon ‘NDCH 2075 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28281
BSG Code: NSOZ

Capacity of 51 tonnes

NDCH 2079

Details: wagon ‘NDCH 2079 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2080

Details: wagon ‘NDCH 2080 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes
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NDCH 2081

Details: wagon ‘NDCH 2081 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2083

Details: wagon ‘NDCH 2083 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2086

Details: wagon ‘NDCH 2086 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2091

Details: wagon ‘NDCH 2091 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2092

Details: wagon ‘NDCH 2092 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes
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NDCH 2094

Details: wagon ‘NDCH 2094 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2097

Details: wagon ‘NDCH 2097 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2100

Details: wagon ‘NDCH 2100 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2101

Details: wagon ‘NDCH 2101 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2103

Details: wagon ‘NDCH 2103 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes
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NDCH 2501

Details: wagon ‘NDCH 2501 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2503

Details: wagon ‘NDCH 2503 W’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2505

Details: wagon ‘NDCH 2505 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 2390 K
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 2390 K’

NDCH 2506

Details: wagon ‘NDCH 2506 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 2407 X
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 2407 X’

NDCH 2507

Details: wagon ‘NDCH 2507 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 2440 A
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 2440 A’

NDCH 2508

Details: wagon ‘NDCH 2508 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 3119 T
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 3119 T’

NDCH 2510

Details: wagon ‘NDCH 2510 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPATMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2512

Details: wagon ‘NDCH 2512 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 3620 E
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 3620 E’

NDCH 2513

Details: wagon ‘NDCH 2513 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 51 tonnes
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NDCH 2516

Details: wagon ‘NDCH 2516 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 5299 K
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5299 K’

NDCH 2518

Details: wagon ‘NDCH 2518 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 6061 V
Wagon Width: 2436mm
Wagon Height: 1295mm
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 6061 V’
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NDCH 2520

Details: wagon ‘NDCH 2520 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 7818 Y
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 7818 Y’

NDCH 2522

Details: wagon ‘NDCH 2522 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2523

Details: wagon ‘NDCH 2523 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 8891 V
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 8891 V’

NDCH 2527

Details: wagon ‘NDCH 2527 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 3005 R
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 3005 R’

NDCH 2528

Details: wagon ‘NDCH 2528 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
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Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2530

Details: wagon ‘NDCH 2530 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 8510 W
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 8510 W’

NDCH 2533

Details: wagon ‘NDCH 2533 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOIL WAGON
BSG Code: NSOZ

Capacity of 51 tonnes

NDCH 2534

Details: wagon ‘NDCH 2534 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOIL WAGON
BSG Code: NSOZ

Capacity of 51 tonnes

NDCH 2535

Details: wagon ‘NDCH 2535 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 3270 T
BSG Code: NSOZ

Capacity of 51 tonnes
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03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 3270 T’

NDCH 2537

Details: wagon ‘NDCH 2537 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28273 T
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28273 T’

NDCH 2539

Details: wagon ‘NDCH 2539 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28295 H
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
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03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon
‘NOAF 28295 H’

NDCH 2540

Details: wagon ‘NDCH 2540 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28311 G
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28311 G’

NDCH 2542

Details: wagon ‘NDCH 2542 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOAF 28363 S
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOAF 28363 S’
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NDCH 2543

Details: wagon ‘NDCH 2543 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 5514 R
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 5514 R’

NDCH 2545

Details: wagon ‘NDCH 2545 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 152 Q
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 152 Q’
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NDCH 2547

Details: wagon ‘NDCH 2547 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2745

Details: wagon ‘NDCH 2745 R’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2746

Details: wagon ‘NDCH 2746 D’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard

7246



2.382. Wagon classification starting with ‘NDC’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2752

Details: wagon ‘NDCH 2752 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF1030E / NOHF1030H
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOHF 1030 H’

NDCH 2753

Details: wagon ‘NDCH 2753 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NOGX 8423 E
BSG Code: NSOZ

Capacity of 51 tonnes

03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 8423 E’

NDCH 2755

Details: wagon ‘NDCH 2755 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 16.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: SPOILED DEPARTMENTAL TRAFFIC
BSG Code: NSOZ

Capacity of 35 tonnes

NDCH 2769

Details: wagon ‘NDCH 2769 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 1217 T
BSG Code: NSOZ

Capacity of 51 tonnes
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03.01.1993 Repair ‘VEHICLE RECLASSIFY’.
03.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 1217 T’

NDCH 2770

Details: wagon ‘NDCH 2770 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2775

Details: wagon ‘NDCH 2775 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2776

Details: wagon ‘NDCH 2776 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 2055
BSG Code: NSOZ

Capacity of 51 tonnes

NDCH 2777

Details: wagon ‘NDCH 2777 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2890

Details: wagon ‘NDCH 2890 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 56 tonnes

NDCH 2892

Details: wagon ‘NDCH 2892 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NDCH 2898

Details: wagon ‘NDCH 2898 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDMF 2898 V
BSG Code: NSOZ

Capacity of 56 tonnes

28.06.1992 Repair ‘VEHICLE RECLASSIFY’.
28.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NDMF 2898 V’

NDCH 2905

Details: wagon ‘NDCH 2905 W’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 1152 W
BSG Code: NSOZ

Capacity of 50 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 1152 W’

NDCH 2921

Details: wagon ‘NDCH 2921 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33499 P
BSG Code: NXOZ

Capacity of 58 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33499 P’

NDCH 2936

Details: wagon ‘NDCH 2936 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDMF 2936 X
BSG Code: NSOZ

Capacity of 56 tonnes

28.06.1992 Repair ‘VEHICLE RECLASSIFY’.
28.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NDMF 2936 X’

NDCH 2938

Details: wagon ‘NDCH 2938 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDMF 2938 D
BSG Code: NSOZ

Capacity of 56 tonnes

28.06.1992 Repair ‘VEHICLE RECLASSIFY’.
28.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NDMF 2938 D’

2.383 Wagon classification starting with ‘NDE’

NDEF 1610

Details: wagon ‘NDEF 1610 C’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28456 E
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28456 E’

NDEF 2047

Details: wagon ‘NDEF 2047 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28395 U
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28395 U’

NDEF 2048

Details: wagon ‘NDEF 2048 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28531 T
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28531 T’

NDEF 2050

Details: wagon ‘NDEF 2050 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 31611 T
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 31611 T’

NDEF 2063

Details: wagon ‘NDEF 2063 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33553 F
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33553 F’

NDEF 2074

Details: wagon ‘NDEF 2074 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28458 W
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28458 W’

NDEF 2078

Details: wagon ‘NDEF 2078 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
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Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28478 P
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28478 P’

NDEF 2082

Details: wagon ‘NDEF 2082 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28419 W
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28419 W’

NDEF 2088

Details: wagon ‘NDEF 2088 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28375 E
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28375 E’

NDEF 2089

Details: wagon ‘NDEF 2089 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28511 D
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28511 D’

NDEF 2093

Details: wagon ‘NDEF 2093 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28526 K
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28526 K’

NDEF 2096

Details: wagon ‘NDEF 2096 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28489 J
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28489 J’

NDEF 2099

Details: wagon ‘NDEF 2099 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28499 R
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28499 R’

NDEF 2102

Details: wagon ‘NDEF 2102 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28567 F
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28567 F’

NDEF 2500

Details: wagon ‘NDEF 2500 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28376 N
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28376 N’

NDEF 2501

Details: wagon ‘NDEF 2501 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28405 B
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28405 B’

NDEF 2513

Details: wagon ‘NDEF 2513 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28392 Q
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28392 Q’

NDEF 2514

Details: wagon ‘NDEF 2514 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28475 L
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28475 L’

NDEF 2519

Details: wagon ‘NDEF 2519 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NOBX 28408 F
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28408 F’

NDEF 2521

Details: wagon ‘NDEF 2521 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28547 M
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28547 M’

NDEF 2526

Details: wagon ‘NDEF 2526 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NOBX 33658 L
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33658 L’

NDEF 2531

Details: wagon ‘NDEF 2531 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28447 F
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28447 F’

NDEF 2532

Details: wagon ‘NDEF 2532 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28388 Q
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BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28388 Q’

NDEF 2533

Details: wagon ‘NDEF 2533 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28459 X
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28459 X’

NDEF 2538

Details: wagon ‘NDEF 2538 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 17.06.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28551
BSG Code: NSOZ
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Capacity of 52 tonnes

NDEF 2541

Details: wagon ‘NDEF 2541 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33676 J
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33676 J’

NDEF 2544

Details: wagon ‘NDEF 2544 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28377 W
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28377 W’
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NDEF 2546

Details: wagon ‘NDEF 2546 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33481 E
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33481 E’

NDEF 2548

Details: wagon ‘NDEF 2548 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28429 H
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28429 H’
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NDEF 2616

Details: wagon ‘NDEF 2616 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2617

Details: wagon ‘NDEF 2617 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2618

Details: wagon ‘NDEF 2618 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2619

Details: wagon ‘NDEF 2619 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2620

20.01.1995 Reclassified from wagon ‘NDEF 2620 Q’ to ’ wagon ‘NDXF 2620 E’.

NDEF 2621

20.01.1995 Reclassified from wagon ‘NDEF 2621 C’ to ’ wagon ‘NDXF 2621 N’.

NDEF 2622

24.06.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Reclassified from wagon ‘NDEF 2622 L’ to ’ wagon ‘NDXF 2622 W’.

NDEF 2623

17.01.1995 Reclassified from wagon ‘NDEF 2623 U’ to ’ wagon ‘NDXF 2623 X’.
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NDEF 2624

Details: wagon ‘NDEF 2624 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2625

17.01.1995 Reclassified from wagon ‘NDEF 2625 P’ to ’ wagon ‘NDXF 2625 D’.

NDEF 2626

Details: wagon ‘NDEF 2626 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2627

17.01.1995 Reclassified from wagon ‘NDEF 2627 K’ to ’ wagon ‘NDXF 2627 V’.
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NDEF 2628

29.05.1996 Reclassified from wagon ‘NDEF 2628 T’ to ’ wagon ‘NDXF 2628 H’.

NDEF 2629

Details: wagon ‘NDEF 2629 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2630

17.01.1995 Reclassified from wagon ‘NDEF 2630 B’ to ’ wagon ‘NDXF 2630 M’.

NDEF 2631

Details: wagon ‘NDEF 2631 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes
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24.06.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2632

17.01.1995 Reclassified from wagon ‘NDEF 2632 T’ to ’ wagon ‘NDXF 2632 H’.

NDEF 2633

24.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Reclassified from wagon ‘NDEF 2633 F’ to ’ wagon ‘NDXF 2633 Q’.

NDEF 2634

Details: wagon ‘NDEF 2634 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2635

Details: wagon ‘NDEF 2635 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ
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Capacity of 55 tonnes

NDEF 2636

29.05.1996 Reclassified from wagon ‘NDEF 2636 J’ to ’ wagon ‘NDXF 2636 U’.

NDEF 2637

Details: wagon ‘NDEF 2637 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2638

Details: wagon ‘NDEF 2638 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2639

29.05.1996 Reclassified from wagon ‘NDEF 2639 N’ to ’ wagon ‘NDXF 2639 B’.
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NDEF 2640

Details: wagon ‘NDEF 2640 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2641

17.01.1995 Reclassified from wagon ‘NDEF 2641 S’ to ’ wagon ‘NDXF 2641 G’.

NDEF 2642

Details: wagon ‘NDEF 2642 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2643

17.01.1995 Reclassified from wagon ‘NDEF 2643 N’ to ’ wagon ‘NDXF 2643 B’.
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NDEF 2644

Details: wagon ‘NDEF 2644 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2645

Details: wagon ‘NDEF 2645 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2646

20.01.1995 Reclassified from wagon ‘NDEF 2646 R’ to ’ wagon ‘NDXF 2646 F’.

NDEF 2647

Details: wagon ‘NDEF 2647 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2648

Details: wagon ‘NDEF 2648 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2649

Details: wagon ‘NDEF 2649 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2650

Details: wagon ‘NDEF 2650 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2651

Details: wagon ‘NDEF 2651 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes
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NDEF 2652

Details: wagon ‘NDEF 2652 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

06.07.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2653

Details: wagon ‘NDEF 2653 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2654

Details: wagon ‘NDEF 2654 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2655

26.01.1995 Reclassified from wagon ‘NDEF 2655 Q’ to ’ wagon ‘NDXF 2655 E’.

NDEF 2656

Details: wagon ‘NDEF 2656 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2657

Details: wagon ‘NDEF 2657 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2658

24.06.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Reclassified from wagon ‘NDEF 2658 U’ to ’ wagon ‘NDXF 2658 X’.

NDEF 2659

Details: wagon ‘NDEF 2659 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2660

29.05.1996 Reclassified from wagon ‘NDEF 2660 C’ to ’ wagon ‘NDXF 2660 N’.

NDEF 2661

Details: wagon ‘NDEF 2661 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2662

Details: wagon ‘NDEF 2662 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2663

Details: wagon ‘NDEF 2663 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes
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NDEF 2664

Details: wagon ‘NDEF 2664 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2665

Details: wagon ‘NDEF 2665 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2666

24.01.1995 Reclassified from wagon ‘NDEF 2666 K’ to ’ wagon ‘NDXF 2666 V’.

NDEF 2667

Details: wagon ‘NDEF 2667 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2668

Details: wagon ‘NDEF 2668 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2669

Details: wagon ‘NDEF 2669 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2670

Details: wagon ‘NDEF 2670 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2671

Details: wagon ‘NDEF 2671 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes
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NDEF 2672

Details: wagon ‘NDEF 2672 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2673

Details: wagon ‘NDEF 2673 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2674

24.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Reclassified from wagon ‘NDEF 2674 A’ to ’ wagon ‘NDXF 2674 L’.

NDEF 2675

Details: wagon ‘NDEF 2675 J’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDEF 2678

Details: wagon ‘NDEF 2678 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2682

24.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Reclassified from wagon ‘NDEF 2682 N’ to ’ wagon ‘NDXF 2682 B’.

NDEF 2685

24.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
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05.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Reclassified from wagon ‘NDEF 2685 R’ to ’ wagon ‘NDXF 2685 F’.

NDEF 2686

Details: wagon ‘NDEF 2686 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.

NDEF 2689

Details: wagon ‘NDEF 2689 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.

7287



2. TIMS GROUP INFORMATION - WAGONS

NDEF 2741

Details: wagon ‘NDEF 2741 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28588 H
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28588 H’

NDEF 2742

Details: wagon ‘NDEF 2742 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28386 V
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28386 V’
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NDEF 2743

Details: wagon ‘NDEF 2743 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28505 X
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28505 X’

NDEF 2744

Details: wagon ‘NDEF 2744 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28555 C
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28555 C’
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NDEF 2745

Details: wagon ‘NDEF 2745 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28381 W
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28381 W’

NDEF 2746

Details: wagon ‘NDEF 2746 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28467 V
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28467 V’
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NDEF 2747

Details: wagon ‘NDEF 2747 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28581 N
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28581 N’

NDEF 2748

Details: wagon ‘NDEF 2748 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28479 B
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28479 B’
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NDEF 2749

Details: wagon ‘NDEF 2749 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28566 T
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28566 T’

NDEF 2750

Details: wagon ‘NDEF 2750 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28418 N
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28418 N’
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NDEF 2751

Details: wagon ‘NDEF 2751 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28394 L
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28394 L’

NDEF 2754

Details: wagon ‘NDEF 2754 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28426 D
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28426 D’
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NDEF 2755

Details: wagon ‘NDEF 2755 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28393 C
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28393 C’

NDEF 2756

Details: wagon ‘NDEF 2756 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28585 D
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28585 D’
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NDEF 2757

Details: wagon ‘NDEF 2757 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28385 M
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28385 M’

NDEF 2758

Details: wagon ‘NDEF 2758 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28483 B
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28483 B’
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NDEF 2759

Details: wagon ‘NDEF 2759 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28541 E
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28541 E’

NDEF 2760

Details: wagon ‘NDEF 2760 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 31634 Q
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 31634 Q’
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NDEF 2761

Details: wagon ‘NDEF 2761 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28454 J
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28454 J’

NDEF 2762

Details: wagon ‘NDEF 2762 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28573 A
Wagon Width: 2660mm
Wagon Height: 1245mm
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28573 A’
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NDEF 2763

Details: wagon ‘NDEF 2763 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28380 N
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28380 N’

NDEF 2764

Details: wagon ‘NDEF 2764 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28537 E
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28537 E’
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NDEF 2765

Details: wagon ‘NDEF 2765 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 17.06.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28552
BSG Code: NSOZ

Capacity of 52 tonnes

NDEF 2766

Details: wagon ‘NDEF 2766 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28572 Y
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28572 Y’

NDEF 2767

Details: wagon ‘NDEF 2767 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28527 T
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28527 T’

NDEF 2768

Details: wagon ‘NDEF 2768 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28382 X
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28382 X’

NDEF 2771

Details: wagon ‘NDEF 2771 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 28514 H
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 28514 H’

NDEF 2772

Details: wagon ‘NDEF 2772 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33641 J
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33641 J’

NDEF 2773

Details: wagon ‘NDEF 2773 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
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Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33515 Y
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33515 Y’

NDEF 2897

Details: wagon ‘NDEF 2897 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33627 B
BSG Code: NSOZ

Capacity of 52 tonnes

04.01.1993 Repair ‘VEHICLE RECLASSIFY’.
04.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33627 B’

2.384 Wagon classification starting with ‘NDG’

NDGF 2427

Details: wagon ‘NDGF 2427 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2428

Details: wagon ‘NDGF 2428 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2429

Details: wagon ‘NDGF 2429 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2430

Details: wagon ‘NDGF 2430 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2431

Details: wagon ‘NDGF 2431 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NDGF 2432

Details: wagon ‘NDGF 2432 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2433

Details: wagon ‘NDGF 2433 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2434

Details: wagon ‘NDGF 2434 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2435

Details: wagon ‘NDGF 2435 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2436

Details: wagon ‘NDGF 2436 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NDGF 2437

Details: wagon ‘NDGF 2437 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2438

Details: wagon ‘NDGF 2438 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2439

Details: wagon ‘NDGF 2439 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2441

Details: wagon ‘NDGF 2441 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2442

Details: wagon ‘NDGF 2442 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2443

Details: wagon ‘NDGF 2443 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2444

Details: wagon ‘NDGF 2444 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NDGF 2445

Details: wagon ‘NDGF 2445 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2446

Details: wagon ‘NDGF 2446 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2447

Details: wagon ‘NDGF 2447 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2448

Details: wagon ‘NDGF 2448 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2449

Details: wagon ‘NDGF 2449 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NDGF 2450

Details: wagon ‘NDGF 2450 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2451

Details: wagon ‘NDGF 2451 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2452

Details: wagon ‘NDGF 2452 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2453

Details: wagon ‘NDGF 2453 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2454

Details: wagon ‘NDGF 2454 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2455

Details: wagon ‘NDGF 2455 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2456

Details: wagon ‘NDGF 2456 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NDGF 2457

Details: wagon ‘NDGF 2457 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2458

Details: wagon ‘NDGF 2458 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2459

Details: wagon ‘NDGF 2459 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2460

Details: wagon ‘NDGF 2460 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2461

Details: wagon ‘NDGF 2461 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NDGF 2462

Details: wagon ‘NDGF 2462 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2463

Details: wagon ‘NDGF 2463 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2464

Details: wagon ‘NDGF 2464 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: SLEEPERS
Remarks: EX NFLF24438Y
BSG Code: NSOT

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24438 Y’

NDGF 2465

Details: wagon ‘NDGF 2465 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: SLEEPERS
Remarks: EX NFLF26277M
BSG Code: NSOT

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 26277 M’

NDGF 2466

Details: wagon ‘NDGF 2466 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
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Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NDGF 2467

Details: wagon ‘NDGF 2467 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: SLEEPERS
Remarks: EX NFUF26359C
BSG Code: NSOT

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFUF 26359 C’

NDGF 2468

Details: wagon ‘NDGF 2468 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: SLEEPERS
Remarks: EX NFUF26477H
BSG Code: NSOT

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFUF 26477 H’

NDGF 2469

Details: wagon ‘NDGF 2469 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: SLEEPERS
Remarks: EX NFUF26478Q
BSG Code: NSOT

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFUF 26478 Q’

NDGF 2470

Details: wagon ‘NDGF 2470 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

NDGF 2471

Details: wagon ‘NDGF 2471 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFLF 24427U
BSG Code: NSOZ

Capacity of 50 tonnes

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24427 U’

NDGF 2472

Details: wagon ‘NDGF 2472 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes
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NDGF 2473

Details: wagon ‘NDGF 2473 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFUF 26503 Y
BSG Code: NSOZ

Capacity of 55 tonnes

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFUF 26503 Y’

NDGF 2474

Details: wagon ‘NDGF 2474 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFLF 26291 U
BSG Code: NSOZ

Capacity of 55 tonnes

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 26291 U’
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NDGF 2475

Details: wagon ‘NDGF 2475 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFUF 26448 P
BSG Code: NSOZ

Capacity of 55 tonnes

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFUF 26448 P’

NDGF 2476

Details: wagon ‘NDGF 2476 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFUF 26333
BSG Code: NSOZ

Capacity of 55 tonnes

NDGF 2477

Details: wagon ‘NDGF 2477 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFUF 26512
BSG Code: NSOZ

Capacity of 55 tonnes

2.385 Wagon classification starting with ‘NDI’

NDIF 707

Details: wagon ‘NDIF 707 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

2.386 Wagon classification starting with ‘NDJ’

NDJF 1160

Details: wagon ‘NDJF 1160 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

2.387 Wagon classification starting with ‘NDM’

NDMF 14

Details: wagon ‘NDMF 14 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLHX 29565 F
BSG Code: NSZZ

Capacity of 55 tonnes

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLHX 29565 F’

NDMF 18

Details: wagon ‘NDMF 18 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDMF 1448

Details: wagon ‘NDMF 1448 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NDMF 2061

28.06.1992 Reclassified from wagon ‘NDMF 2061 Q’ to ’ wagon ‘NDCH 2061 R’.

NDMF 2360

Details: wagon ‘NDMF 2360 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes
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NDMF 2898

28.06.1992 Reclassified from wagon ‘NDMF 2898 V’ to ’ wagon ‘NDCH 2898 W’.

NDMF 2936

28.06.1992 Reclassified from wagon ‘NDMF 2936 X’ to ’ wagon ‘NDCH 2936 J’.

NDMF 2938

28.06.1992 Reclassified from wagon ‘NDMF 2938 D’ to ’ wagon ‘NDCH 2938 E’.

2.388 Wagon classification starting with ‘NDP’

NDPF 2000

Details: wagon ‘NDPF 2000 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NDPF 2001

Details: wagon ‘NDPF 2001 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NDPF 2002

Details: wagon ‘NDPF 2002 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NDPF 2003

Details: wagon ‘NDPF 2003 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes
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2.389 Wagon classification starting with ‘NDQ’

NDQF 6

Details: wagon ‘NDQF 6 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: WATER
Remarks: EX E 11001
BSG Code: NSTW

Capacity of 54000 litres

2.390 Wagon classification starting with ‘NDR’

NDRF 708

Details: wagon ‘NDRF 708 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 771

Details: wagon ‘NDRF 771 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHWF 771 H
BSG Code: NSZZ

Capacity of 50 tonnes

24.06.1993 Repair ‘VEHICLE RECLASSIFY’.
24.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHWF 771 H’

NDRF 1581

Details: wagon ‘NDRF 1581 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 1582

Details: wagon ‘NDRF 1582 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 1583

Details: wagon ‘NDRF 1583 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 1586

Details: wagon ‘NDRF 1586 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes
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NDRF 1596

Details: wagon ‘NDRF 1596 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2301

Details: wagon ‘NDRF 2301 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31363 M
Wagon Width: 2609mm
Wagon Height: 2627mm
BSG Code: NXLZ

Capacity of 46 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31363 M’

NDRF 2302

Details: wagon ‘NDRF 2302 N’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31368 L
BSG Code: NXLZ

Capacity of 50 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31368 L’

NDRF 2303

Details: wagon ‘NDRF 2303 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31369 U
BSG Code: NXLZ

Capacity of 50 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31369 U’

NDRF 2304

Details: wagon ‘NDRF 2304 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31371 C
Wagon Width: 2609mm
Wagon Height: 2627mm
BSG Code: NXLZ

Capacity of 50 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31371 C’

NDRF 2305

Details: wagon ‘NDRF 2305 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31374 G
BSG Code: NXLZ

Capacity of 46 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31374 G’

NDRF 2306

Details: wagon ‘NDRF 2306 D’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31375 P
BSG Code: NXLZ

Capacity of 40 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31375 P’

NDRF 2307

Details: wagon ‘NDRF 2307 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 31376 B
BSG Code: NXLZ

Capacity of 46 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31376 B’

NDRF 2308

Details: wagon ‘NDRF 2308 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLBX 31378 L
BSG Code: NXLZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLBX 31378 L’

NDRF 2309

Details: wagon ‘NDRF 2309 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLBX 31370 X
BSG Code: NXLZ

Capacity of 46 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLBX 31370 X’

NDRF 2310

Details: wagon ‘NDRF 2310 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

7336



2.390. Wagon classification starting with ‘NDR’

Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLBX 31477 J
BSG Code: NXLZ

Capacity of 50 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLBX 31477 J’

NDRF 2318

Details: wagon ‘NDRF 2318 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2319

Details: wagon ‘NDRF 2319 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2320

Details: wagon ‘NDRF 2320 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2321

Details: wagon ‘NDRF 2321 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes
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NDRF 2322

Details: wagon ‘NDRF 2322 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2323

Details: wagon ‘NDRF 2323 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2324

Details: wagon ‘NDRF 2324 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2325

Details: wagon ‘NDRF 2325 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

NDRF 2326

Details: wagon ‘NDRF 2326 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes
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NDRF 2327

Details: wagon ‘NDRF 2327 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 50 tonnes

2.391 Wagon classification starting with ‘NDW’

NDWF 2065

Details: wagon ‘NDWF 2065 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2066

Details: wagon ‘NDWF 2066 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
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Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2068

Details: wagon ‘NDWF 2068 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2074

Details: wagon ‘NDWF 2074 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2076

Details: wagon ‘NDWF 2076 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2077

Details: wagon ‘NDWF 2077 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2078

Details: wagon ‘NDWF 2078 C’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2079

Details: wagon ‘NDWF 2079 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2080

Details: wagon ‘NDWF 2080 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2081

Details: wagon ‘NDWF 2081 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2083

Details: wagon ‘NDWF 2083 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes
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NDWF 2084

Details: wagon ‘NDWF 2084 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2085

Details: wagon ‘NDWF 2085 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2086

Details: wagon ‘NDWF 2086 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2088

Details: wagon ‘NDWF 2088 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2094

Details: wagon ‘NDWF 2094 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ
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Capacity of 56 tonnes

NDWF 2095

Details: wagon ‘NDWF 2095 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2096

Details: wagon ‘NDWF 2096 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2097

Details: wagon ‘NDWF 2097 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2098

Details: wagon ‘NDWF 2098 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2099

Details: wagon ‘NDWF 2099 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2102

Details: wagon ‘NDWF 2102 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2104

Details: wagon ‘NDWF 2104 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes
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NDWF 2897

Details: wagon ‘NDWF 2897 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2898

Details: wagon ‘NDWF 2898 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2900

Details: wagon ‘NDWF 2900 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2901

Details: wagon ‘NDWF 2901 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2902

Details: wagon ‘NDWF 2902 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ
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Capacity of 56 tonnes

NDWF 2903

Details: wagon ‘NDWF 2903 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2904

Details: wagon ‘NDWF 2904 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2906

Details: wagon ‘NDWF 2906 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2907

Details: wagon ‘NDWF 2907 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2908

Details: wagon ‘NDWF 2908 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2909

Details: wagon ‘NDWF 2909 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2910

Details: wagon ‘NDWF 2910 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes
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NDWF 2911

Details: wagon ‘NDWF 2911 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2912

Details: wagon ‘NDWF 2912 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2913

Details: wagon ‘NDWF 2913 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2914

Details: wagon ‘NDWF 2914 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2915

Details: wagon ‘NDWF 2915 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ
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Capacity of 56 tonnes

NDWF 2916

Details: wagon ‘NDWF 2916 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2918

Details: wagon ‘NDWF 2918 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2920

Details: wagon ‘NDWF 2920 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2922

Details: wagon ‘NDWF 2922 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2923

Details: wagon ‘NDWF 2923 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2924

Details: wagon ‘NDWF 2924 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2925

Details: wagon ‘NDWF 2925 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes
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NDWF 2926

Details: wagon ‘NDWF 2926 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2927

Details: wagon ‘NDWF 2927 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2928

Details: wagon ‘NDWF 2928 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2929

Details: wagon ‘NDWF 2929 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2932

Details: wagon ‘NDWF 2932 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ
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Capacity of 56 tonnes

NDWF 2948

Details: wagon ‘NDWF 2948 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NDWF 2949

Details: wagon ‘NDWF 2949 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

2.392 Wagon classification starting with ‘NDX’

NDXF 2620

Details: wagon ‘NDXF 2620 E’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2620 Q
BSG Code: NSOZ

Capacity of 55 tonnes

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2620 Q’

NDXF 2621

Details: wagon ‘NDXF 2621 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2621 C
BSG Code: NSOZ

Capacity of 55 tonnes

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2621 C’

NDXF 2622

Details: wagon ‘NDXF 2622 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2622 L
BSG Code: NSOZ

Capacity of 55 tonnes

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2622 L’

NDXF 2623

Details: wagon ‘NDXF 2623 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2623 U
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2623 U’

NDXF 2625

Details: wagon ‘NDXF 2625 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D

7365



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2625 P
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2625 P’
28.05.1996 Repair ‘VEHICLE COMPLETE’.

NDXF 2627

Details: wagon ‘NDXF 2627 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2627 K
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2627 K’

NDXF 2628

Details: wagon ‘NDXF 2628 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS EX NDEF 2628 T
BSG Code: NSOZ

Capacity of 55 tonnes

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2628 T’

NDXF 2630

Details: wagon ‘NDXF 2630 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2630 B
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2630 B’

NDXF 2632

Details: wagon ‘NDXF 2632 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
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Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2632 T
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2632 T’

NDXF 2633

Details: wagon ‘NDXF 2633 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2633 F
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2633 F’

NDXF 2636

Details: wagon ‘NDXF 2636 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS EX NDEF 2636 J
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘NDEF 2636 J’
29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2636 J’

NDXF 2639

Details: wagon ‘NDXF 2639 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS EX NDEF 2639 N
BSG Code: NSOZ

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘NDEF 2639 N’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NDEF 2639 N’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NDEF 2639 N’
29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2639 N’
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NDXF 2641

Details: wagon ‘NDXF 2641 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2641 S
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2641 S’

NDXF 2643

Details: wagon ‘NDXF 2643 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2643 N
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2643 N’
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NDXF 2646

Details: wagon ‘NDXF 2646 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2646 R
BSG Code: NSOZ

Capacity of 55 tonnes

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2646 R’

NDXF 2655

Details: wagon ‘NDXF 2655 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2655 Q
BSG Code: NSOZ

Capacity of 55 tonnes

26.01.1995 Repair ‘VEHICLE RECLASSIFY’.
26.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2655 Q’
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NDXF 2658

Details: wagon ‘NDXF 2658 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2658 U
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2658 U’

NDXF 2660

Details: wagon ‘NDXF 2660 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2660 C’
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NDXF 2666

Details: wagon ‘NDXF 2666 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2666 K’

NDXF 2674

Details: wagon ‘NDXF 2674 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2674 A
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2674 A’
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NDXF 2676

Details: wagon ‘NDXF 2676 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2677

Details: wagon ‘NDXF 2677 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2679

Details: wagon ‘NDXF 2679 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1995
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2680

Details: wagon ‘NDXF 2680 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 52 tonnes

NDXF 2681

Details: wagon ‘NDXF 2681 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes
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NDXF 2682

Details: wagon ‘NDXF 2682 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 52 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2682 N’

NDXF 2684

Details: wagon ‘NDXF 2684 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1995
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2685

Details: wagon ‘NDXF 2685 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
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Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDEF 2685 R
BSG Code: NSOZ

Capacity of 55 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NDEF 2685 R’

NDXF 2711

Details: wagon ‘NDXF 2711 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2712

Details: wagon ‘NDXF 2712 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2713

Details: wagon ‘NDXF 2713 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2714

Details: wagon ‘NDXF 2714 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes
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NDXF 2715

Details: wagon ‘NDXF 2715 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2716

Details: wagon ‘NDXF 2716 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2717

Details: wagon ‘NDXF 2717 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2718

Details: wagon ‘NDXF 2718 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2719

Details: wagon ‘NDXF 2719 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ
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Capacity of 55 tonnes

NDXF 2720

Details: wagon ‘NDXF 2720 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2721

Details: wagon ‘NDXF 2721 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2722

Details: wagon ‘NDXF 2722 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2723

Details: wagon ‘NDXF 2723 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2724

Details: wagon ‘NDXF 2724 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2725

Details: wagon ‘NDXF 2725 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2726

Details: wagon ‘NDXF 2726 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes
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NDXF 2727

Details: wagon ‘NDXF 2727 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2728

Details: wagon ‘NDXF 2728 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2729

Details: wagon ‘NDXF 2729 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

NDXF 2730

Details: wagon ‘NDXF 2730 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 15.4m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CEMENT SLEEPERS
BSG Code: NSOZ

Capacity of 55 tonnes

2.393 Wagon classification starting with ‘NES’

NESV 8409

Details: wagon ‘NESV 8409 E’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: D
Length Over Headstocks: 14m
Tare Weight: 21.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13430
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CN 23
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Date Built: 04.04.1963
Operating System: SRPS
Intended Use: GENERAL
Remarks: W/O 3.3.90;SOLD TO SPRPS 29.05.90;EX ESV
BSG Code: SMZZ

Capacity of 2 sleeping

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ESV 8409 N’
29.05.1990 Repair ‘VEHICLE SOLD’.
29.05.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ESV 8409 N’
14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Issued at location ‘Peterborough’ with a previous code of wagon

‘ESV 8409 N’
14.07.1992 Alteration complete ‘RECLASSIFY SPRPS WAGONS (SPRPS)’. New class:

‘NESV’.

2.394 Wagon classification starting with ‘NFB’

NFBX 21002

Details: wagon ‘NFBX 21002 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21011

Details: wagon ‘NFBX 21011 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21015

Details: wagon ‘NFBX 21015 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21016

08.10.1987 Reclassified from wagon ‘NFBX 21016 W’ to ’ wagon ‘NQEX 60092 D’.

NFBX 21017

08.10.1987 Reclassified from wagon ‘NFBX 21017 X’ to ’ wagon ‘NQEX 60093 M’.

NFBX 21701

Details: wagon ‘NFBX 21701 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21702

08.10.1987 Reclassified from wagon ‘NFBX 21702 E’ to ’ wagon ‘NQEX 60097 C’.
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NFBX 21703

Details: wagon ‘NFBX 21703 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXFZ

Capacity of 56 tonnes

19.10.1988 Reclassified from wagon ‘NFBX 21703 N’ to ’ wagon ‘NQDX 60098 X’.

NFBX 21704

29.06.1987 Reclassified from wagon ‘NFBX 21704 W’ to ’ wagon ‘NQEX 60099 U’.

NFBX 21705

Details: wagon ‘NFBX 21705 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21707

Details: wagon ‘NFBX 21707 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21712

09.10.1987 Reclassified from wagon ‘NFBX 21712 M’ to ’ wagon ‘NQDX 60107 D’.

NFBX 21715

Details: wagon ‘NFBX 21715 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21716

Details: wagon ‘NFBX 21716 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21718

13.08.1987 Reclassified from wagon ‘NFBX 21718 U’ to ’ wagon ‘NQEX 60113 B’.
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NFBX 21719

24.04.1987 Reclassified from wagon ‘NFBX 21719 G’ to ’ wagon ‘NQEX 60114 K’.

NFBX 21721

09.03.1988 Reclassified from wagon ‘NFBX 21721 L’ to ’ wagon ‘NQDX 60116 C’.

NFBX 21724

Details: wagon ‘NFBX 21724 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXFZ

Capacity of 56 tonnes

19.10.1988 Reclassified from wagon ‘NFBX 21724 P’ to ’ wagon ‘NQDX 60119 G’.

NFBX 21726

09.12.1987 Reclassified from wagon ‘NFBX 21726 K’ to ’ wagon ‘NQDX 60121 L’.

NFBX 21727

09.11.1987 Reclassified from wagon ‘NFBX 21727 T’ to ’ wagon ‘NQDX 60122 U’.

NFBX 21728

Details: wagon ‘NFBX 21728 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21731

08.10.1987 Reclassified from wagon ‘NFBX 21731 T’ to ’ wagon ‘NQDX 60126 K’.

NFBX 21732

08.10.1987 Reclassified from wagon ‘NFBX 21732 F’ to ’ wagon ‘NQEX 60127 W’.

NFBX 21733

08.10.1987 Reclassified from wagon ‘NFBX 21733 Y’ to ’ wagon ‘NQDX 60128 F’.

NFBX 21735

09.12.1987 Reclassified from wagon ‘NFBX 21735 J’ to ’ wagon ‘NQDX 60130 K’.

NFBX 21736

Details: wagon ‘NFBX 21736 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21737

09.11.1987 Reclassified from wagon ‘NFBX 21737 E’ to ’ wagon ‘NQDX 60132 F’.

NFBX 21739

08.10.1987 Reclassified from wagon ‘NFBX 21739 W’ to ’ wagon ‘NQDX 60134 A’.

NFBX 21741

Details: wagon ‘NFBX 21741 E’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21745

09.11.1987 Reclassified from wagon ‘NFBX 21745 R’ to ’ wagon ‘NQDX 60140 S’.

NFBX 21747

09.11.1987 Reclassified from wagon ‘NFBX 21747 M’ to ’ wagon ‘NQDX 60142 N’.

NFBX 21748

30.12.1987 Reclassified from wagon ‘NFBX 21748 V’ to ’ wagon ‘NQDX 60143 W’.

NFBX 21749

09.11.1987 Reclassified from wagon ‘NFBX 21749 H’ to ’ wagon ‘NQDX 60144 X’.

NFBX 21750

11.03.1988 Reclassified from wagon ‘NFBX 21750 D’ to ’ wagon ‘NQDX 60145 R’.

NFBX 21753

Details: wagon ‘NFBX 21753 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ
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NFBX 21778

Details: wagon ‘NFBX 21778 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21781

Details: wagon ‘NFBX 21781 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21788

Details: wagon ‘NFBX 21788 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21792

09.09.1987 Reclassified from wagon ‘NFBX 21792 H’ to ’ wagon ‘NQEX 60187 B’.
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NFBX 21794

24.04.1987 Reclassified from wagon ‘NFBX 21794 C’ to ’ wagon ‘NQEX 60189 T’.

NFBX 21795

09.12.1987 Reclassified from wagon ‘NFBX 21795 L’ to ’ wagon ‘NQDX 60190 M’.

NFBX 21798

30.12.1987 Reclassified from wagon ‘NFBX 21798 P’ to ’ wagon ‘NQDX 60193 Q’.

NFBX 21803

Details: wagon ‘NFBX 21803 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21806

Details: wagon ‘NFBX 21806 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFBX 21810

09.11.1987 Reclassified from wagon ‘NFBX 21810 B’ to ’ wagon ‘NQDX 60205 P’.
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NFBX 21819

Details: wagon ‘NFBX 21819 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

2.395 Wagon classification starting with ‘NFD’

NFDX 29512

Details: wagon ‘NFDX 29512 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFDX 29529

Details: wagon ‘NFDX 29529 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ
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2.396 Wagon classification starting with ‘NFF’

NFFF 31563

05.09.1988 Reclassified from wagon ‘NFFF 31563 P’ to ’ wagon ‘NFFX 31563 S’.

NFFF 31568

17.02.1988 Reclassified from wagon ‘NFFF 31568 Y’ to ’ wagon ‘NFFX 31568 R’.

NFFF 31591

Details: wagon ‘NFFF 31591 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31592

Details: wagon ‘NFFF 31592 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31596

Details: wagon ‘NFFF 31596 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31597

Details: wagon ‘NFFF 31597 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFFF 31597 G RECLASSIFIED BACK AGAIN
BSG Code: NXFZ

Capacity of 51 tonnes

NFFF 31598

Details: wagon ‘NFFF 31598 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31599

Details: wagon ‘NFFF 31599 B’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31600

Details: wagon ‘NFFF 31600 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31604

Details: wagon ‘NFFF 31604 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31605

Details: wagon ‘NFFF 31605 P’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘BRAKE BLOCK RB95’.
22.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

NFFF 31606

Details: wagon ‘NFFF 31606 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFF 31608

Details: wagon ‘NFFF 31608 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ
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NFFF 31610

Details: wagon ‘NFFF 31610 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFFX 31561

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘HANDRAILS’.

NFFX 31563

10.11.1987 Reclassified from wagon ‘NFFX 31563 S’ to ’ wagon ‘NFFF 31563 P’.

NFFX 31567

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.

NFFX 31568

10.11.1987 Reclassified from wagon ‘NFFX 31568 R’ to ’ wagon ‘NFFF 31568 Y’.

NFFX 31574

10.11.1987 Reclassified from wagon ‘NFFX 31574 M’ to ’ wagon ‘NFFF 31574 J’.

NFFX 31575

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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NFFX 31580

Details: wagon ‘NFFX 31580 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFFX 31583

Details: wagon ‘NFFX 31583 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE WEAR PLATES’.

NFFX 31584

28.05.1990 Repair ‘BRAKE PULL ROD’.

NFFX 31597

20.01.1989 Reclassified from wagon ‘NFFX 31597 J’ to ’ wagon ‘NFFF 31597 G’.

NFFX 31607

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE WEAR PLATES’.
08.05.1990 Repair ‘BOGIE BOLSTER’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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NFFX 31609

Details: wagon ‘NFFX 31609 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

2.397 Wagon classification starting with ‘NFG’

NFGX 29430

Details: wagon ‘NFGX 29430 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

NFGX 29465

Details: wagon ‘NFGX 29465 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXFZ

Capacity of 56 tonnes

2.398 Wagon classification starting with ‘NFH’

NFHF 29503

Details: wagon ‘NFHF 29503 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFHX 29503
BSG Code: NXFZ

Capacity of 60 tonnes

20.08.1992 Repair ‘VEHICLE RECLASSIFY’.
20.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29503 T’

NFHF 29508

Details: wagon ‘NFHF 29508 P’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes
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03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29508 S’
08.09.1992 Repair ‘HANDRAILS’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘WHEEL SET’.
04.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
09.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.08.1993 Repair ‘WHEEL SET’.

NFHF 29509

Details: wagon ‘NFHF 29509 B’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29509 E’
23.11.1992 Repair ‘HANDRAILS’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.

NFHF 29514

Details: wagon ‘NFHF 29514 K’ in AN ‘Mainland Division’.

Owner: SRA
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29514 N’
23.11.1992 Repair ‘HANDRAILS’.
04.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NFHF 29515

Details: wagon ‘NFHF 29515 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFHX 29515 W
BSG Code: NSFZ

Capacity of 55 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29515 W’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘GRADE CONTROL VALVE’.
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12.10.1992 Repair ‘TRAIN PIPE (END)’.
19.10.1992 Repair ‘HANDRAILS’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NFHF 29516

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29516 X’

NFHF 29517

Details: wagon ‘NFHF 29517 Y’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29517 R’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1992 Repair ‘SIDE STEP’.
23.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1993 Repair ‘BOGIE SPRING’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
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05.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1993 Repair ‘WEAR PLATES & SADDLES’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.

NFHF 29518

Details: wagon ‘NFHF 29518 A’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29518 D’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1992 Repair ‘BRAKE PULL ROD’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NFHF 29519

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29519 M’

NFHF 29526

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29526 N’
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NFHF 29527

Details: wagon ‘NFHF 29527 W’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29527 C’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘TOP CENTRE PLATE’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1992 Repair ‘HANDRAILS END’.

NFHF 29533

Details: wagon ‘NFHF 29533 R’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NFHX
BSG Code: NXFZ

Capacity of 60 tonnes

03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
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03.04.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NFHX 29533 U’

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘HANDRAILS END’.
26.08.1992 Repair ‘WHEEL SET’.
08.09.1992 Repair ‘HANDRAILS’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COUPLER COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1993 Repair ‘BOGIE COMPLETE’.
03.07.1993 Repair ‘GRADE CONTROL VALVE’.
03.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NFHF 29537

Details: wagon ‘NFHF 29537 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFHX29537
BSG Code: NXFZ

Capacity of 60 tonnes

20.08.1992 Repair ‘VEHICLE RECLASSIFY’.
20.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29537 K’
08.09.1992 Repair ‘HANDRAILS’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BEARINGS’.
26.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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26.10.1992 Repair ‘BRAKE PULL ROD’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NFHF 29538

Details: wagon ‘NFHF 29538 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFHX 29538 T
BSG Code: NSFZ

Capacity of 54 tonnes

19.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Repair ‘STEP’.
24.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NFHF 29541

04.04.1992 Repair ‘VEHICLE RECLASSIFY’.
04.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29541 K’

NFHF 29542

Details: wagon ‘NFHF 29542 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFHX29542
BSG Code: NXFZ

Capacity of 60 tonnes

20.08.1992 Repair ‘VEHICLE RECLASSIFY’.
20.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29542 T’
08.09.1992 Repair ‘HANDRAILS’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRANCH PIPE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NFHF 29544

Details: wagon ‘NFHF 29544 L’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

Capacity of 60 tonnes

NFHX 29503

20.08.1992 Reclassified from wagon ‘NFHX 29503 T’ to ’ wagon ‘NFHF 29503 Q’.

NFHX 29508

03.04.1991 Reclassified from wagon ‘NFHX 29508 S’ to ’ wagon ‘NFHF 29508 P’.
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NFHX 29509

03.04.1991 Reclassified from wagon ‘NFHX 29509 E’ to ’ wagon ‘NFHF 29509 B’.

NFHX 29514

03.04.1991 Reclassified from wagon ‘NFHX 29514 N’ to ’ wagon ‘NFHF 29514 K’.

NFHX 29515

25.09.1991 Reclassified from wagon ‘NFHX 29515 W’ to ’ wagon ‘NFHF 29515 T’.

NFHX 29516

23.03.1993 Reclassified from wagon ‘NFHX 29516 X’ to ’ wagon ‘NFHF 29516 F’.

NFHX 29517

03.04.1991 Reclassified from wagon ‘NFHX 29517 R’ to ’ wagon ‘NFHF 29517 Y’.

NFHX 29518

03.04.1991 Reclassified from wagon ‘NFHX 29518 D’ to ’ wagon ‘NFHF 29518 A’.

NFHX 29519

03.04.1991 Reclassified from wagon ‘NFHX 29519 M’ to ’ wagon ‘NFHF 29519 J’.

NFHX 29526

29.11.1991 Reclassified from wagon ‘NFHX 29526 Q’ to ’ wagon ‘NKSX 29526 N’.

NFHX 29527

03.04.1991 Reclassified from wagon ‘NFHX 29527 C’ to ’ wagon ‘NFHF 29527 W’.

NFHX 29533

03.04.1991 Reclassified from wagon ‘NFHX 29533 U’ to ’ wagon ‘NFHF 29533 R’.

NFHX 29534

Details: wagon ‘NFHX 29534 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXFZ

Capacity of 56 tonnes

NFHX 29537

20.08.1992 Reclassified from wagon ‘NFHX 29537 K’ to ’ wagon ‘NFHF 29537 H’.

NFHX 29538

09.01.1989 Reclassified from wagon ‘NFHX 29538 T’ to ’ wagon ‘NFHF 29538 Q’.

NFHX 29541

04.04.1992 Reclassified from wagon ‘NFHX 29541 K’ to ’ wagon ‘NFHF 29541 H’.

NFHX 29542

20.08.1992 Reclassified from wagon ‘NFHX 29542 T’ to ’ wagon ‘NFHF 29542 Q’.

2.399 Wagon classification starting with ‘NFL’

NFLA 24435

03.10.1988 Reclassified from wagon ‘NFLA 24435 N’ to ’ wagon ‘NFLF 24435 K’.

NFLF 1555

14.11.1989 Reclassified from wagon ‘NFLF 1555 F’ to ’ wagon ‘NFSF 1555 D’.

NFLF 4394

14.11.1989 Reclassified from wagon ‘NFLF 4394 J’ to ’ wagon ‘NFSF 4394 H’.

NFLF 4726

Details: wagon ‘NFLF 4726 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 23460

Details: wagon ‘NFLF 23460 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24350

14.11.1989 Reclassified from wagon ‘NFLF 24350 U’ to ’ wagon ‘NFSF 24350 S’.

NFLF 24352

Details: wagon ‘NFLF 24352 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24353

14.11.1989 Reclassified from wagon ‘NFLF 24353 B’ to ’ wagon ‘NFSF 24353 W’.

NFLF 24357

14.11.1989 Reclassified from wagon ‘NFLF 24357 Y’ to ’ wagon ‘NFSF 24357 M’.
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NFLF 24358

Details: wagon ‘NFLF 24358 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24359

Details: wagon ‘NFLF 24359 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24361

Details: wagon ‘NFLF 24361 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ
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Capacity of 56 tonnes

NFLF 24362

Details: wagon ‘NFLF 24362 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24366

Details: wagon ‘NFLF 24366 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1989 Repair ‘TOP CENTRE PLATE’.
03.08.1989 Repair ‘YOKE COMPLETE’.

NFLF 24369

Details: wagon ‘NFLF 24369 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24370

Details: wagon ‘NFLF 24370 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24371

Details: wagon ‘NFLF 24371 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.

NFLF 24373

Details: wagon ‘NFLF 24373 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NFLF 24374

Details: wagon ‘NFLF 24374 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24378

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1989 Repair ‘WEAR PLATES & SADDLES’.

NFLF 24379

Details: wagon ‘NFLF 24379 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24382

14.11.1989 Reclassified from wagon ‘NFLF 24382 Q’ to ’ wagon ‘NFSF 24382 Y’.

NFLF 24384

Details: wagon ‘NFLF 24384 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24388

Details: wagon ‘NFLF 24388 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24389

Details: wagon ‘NFLF 24389 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24394

Details: wagon ‘NFLF 24394 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24397

Details: wagon ‘NFLF 24397 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24403

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘COUPLER COMPLETE’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1989 Repair ‘YOKE CARRIER’.
13.11.1989 Repair ‘YOKE COMPLETE’.
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NFLF 24405

Details: wagon ‘NFLF 24405 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24408

Details: wagon ‘NFLF 24408 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24410

Details: wagon ‘NFLF 24410 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ
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Capacity of 56 tonnes

NFLF 24412

Details: wagon ‘NFLF 24412 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24417

Details: wagon ‘NFLF 24417 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24418

14.11.1989 Reclassified from wagon ‘NFLF 24418 V’ to ’ wagon ‘NFSF 24418 T’.

NFLF 24420

Details: wagon ‘NFLF 24420 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24422

Details: wagon ‘NFLF 24422 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24426

Details: wagon ‘NFLF 24426 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24427

26.11.1990 Reclassified from wagon ‘NFLF 24427 U’ to ’ wagon ‘NDGF 2471 L’.

NFLF 24431

14.11.1989 Reclassified from wagon ‘NFLF 24431 U’ to ’ wagon ‘NFSF 24431 S’.

NFLF 24432

14.11.1989 Reclassified from wagon ‘NFLF 24432 G’ to ’ wagon ‘NFSF 24432 E’.
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NFLF 24433

Details: wagon ‘NFLF 24433 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24435

Details: wagon ‘NFLF 24435 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFLA 24435 N
BSG Code: NSFZ

Capacity of 42 tonnes

NFLF 24437

Details: wagon ‘NFLF 24437 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24438

25.09.1990 Reclassified from wagon ‘NFLF 24438 Y’ to ’ wagon ‘NDGF 2464 H’.

NFLF 24439

Details: wagon ‘NFLF 24439 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24443

Details: wagon ‘NFLF 24443 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 24447

14.11.1989 Reclassified from wagon ‘NFLF 24447 N’ to ’ wagon ‘NFSF 24447 L’.

NFLF 25655

Details: wagon ‘NFLF 25655 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NFLF 25656

14.11.1989 Reclassified from wagon ‘NFLF 25656 J’ to ’ wagon ‘NFSF 25656 H’.

NFLF 25660

Details: wagon ‘NFLF 25660 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

10.07.1989 Repair ‘WHEEL SET’.

NFLF 25668

Details: wagon ‘NFLF 25668 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987

7426



2.399. Wagon classification starting with ‘NFL’

Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 25669

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRANCH PIPE’.
18.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.12.1989 Repair ‘END HOSE’.
18.12.1989 Repair ‘ISOLATING COCK’.
18.12.1989 Repair ‘TRAIN PIPE’.
18.12.1989 Repair ‘WHEEL SET’.

NFLF 25672

Details: wagon ‘NFLF 25672 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26137

Details: wagon ‘NFLF 26137 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26277

25.09.1990 Reclassified from wagon ‘NFLF 26277 M’ to ’ wagon ‘NDGF 2465 Q’.
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NFLF 26286

14.11.1989 Reclassified from wagon ‘NFLF 26286 L’ to ’ wagon ‘NFSF 26286 J’.

NFLF 26288

Details: wagon ‘NFLF 26288 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26289

Details: wagon ‘NFLF 26289 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26291

26.02.1991 Reclassified from wagon ‘NFLF 26291 U’ to ’ wagon ‘NDGF 2474 P’.

NFLF 26292

Details: wagon ‘NFLF 26292 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26300

Details: wagon ‘NFLF 26300 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26302

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.

NFLF 26305

Details: wagon ‘NFLF 26305 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26306

Details: wagon ‘NFLF 26306 A’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26309

Details: wagon ‘NFLF 26309 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFLF 26312

03.08.1989 Repair ‘SIDE BEARER’.

NFLF 26315

Details: wagon ‘NFLF 26315 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

7430



2.399. Wagon classification starting with ‘NFL’

NFLF 26319

Details: wagon ‘NFLF 26319 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26322

Details: wagon ‘NFLF 26322 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26323

Details: wagon ‘NFLF 26323 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ
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NFLF 26379

Details: wagon ‘NFLF 26379 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFLF 26432

Details: wagon ‘NFLF 26432 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

2.400 Wagon classification starting with ‘NFM’

NFMX 23123

12.06.1990 Reclassified from wagon ‘NFMX 23123 J’ to ’ wagon ‘NGMA 23123 L’.
12.06.1990 Repair ‘VEHICLE RECLASSIFY’.
12.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMA 23123 L’

NFMX 23146

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘END BRAKE COCK’.
18.09.1989 Repair ‘HANDRAILS’.
18.09.1989 Repair ‘SIDE STEP’.
18.09.1989 Repair ‘VEHICLE COMPLETE’.
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NFMX 23159

28.09.1989 Repair ‘HANDRAILS’.

2.401 Wagon classification starting with ‘NFN’

NFNC 7876

Details: wagon ‘NFNC 7876 M’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: D
Length Over Headstocks: 13m
Tare Weight: 10tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1949
Operating System: SRPS
Intended Use: GENERAL
Remarks: EX FNC
BSG Code: SMFZ

Capacity of 26 tonnes

NFNC 7877

Details: wagon ‘NFNC 7877 V’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: D
Length Over Headstocks: 13m
Tare Weight: 10tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1949
Operating System: SRPS
Intended Use: GENERAL
Remarks: EX FNC
BSG Code: SMFZ

Capacity of 26 tonnes
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2.402 Wagon classification starting with ‘NFP’

NFPX 30307

21.12.1990 Reclassified from wagon ‘NFPX 30307 Q’ to ’ wagon ‘NKPX 30307 D’.

NFPX 30308

04.02.1991 Reclassified from wagon ‘NFPX 30308 C’ to ’ wagon ‘NKPX 30308 M’.

NFPX 30309

15.02.1990 Repair ‘HANDRAILS’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Reclassified from wagon ‘NFPX 30309 L’ to ’ wagon ‘RKPX 30309 C’.

NFPX 30310

05.02.1990 Repair ‘HANDRAILS’.
06.08.1991 Repair ‘HANDRAILS’.
13.11.1992 Reclassified from wagon ‘NFPX 30310 H’ to ’ wagon ‘NKPX 30310 R’.

NFPX 30311

17.11.1991 Reclassified from wagon ‘NFPX 30311 Q’ to ’ wagon ‘NKPX 30311 D’.

NFPX 30312

23.03.1991 Reclassified from wagon ‘NFPX 30312 C’ to ’ wagon ‘NKPX 30312 M’.

NFPX 30313

08.12.1990 Reclassified from wagon ‘NFPX 30313 L’ to ’ wagon ‘NKPX 30313 V’.

NFPX 30314

11.10.1990 Reclassified from wagon ‘NFPX 30314 U’ to ’ wagon ‘NKPX 30314 H’.

NFPX 30315

13.11.1992 Reclassified from wagon ‘NFPX 30315 G’ to ’ wagon ‘NKPX 30315 Q’.

NFPX 30316

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘WHEEL SET’.
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07.06.1995 Reclassified from wagon ‘NFPX 30316 P’ to ’ wagon ‘RKPX 30316 G’.

NFPX 30317

03.07.1989 Repair ‘SIDE STEP’.
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘BOGIE SPRING’.
01.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘EMPTY LOAD VALVE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
29.11.1994 Reclassified from wagon ‘NFPX 30317 B’ to ’ wagon ‘RKPX 30317 P’.

NFPX 30318

16.12.1990 Reclassified from wagon ‘NFPX 30318 K’ to ’ wagon ‘NKPX 30318 U’.

NFPX 30319

13.03.1990 Repair ‘HANDRAILS’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE FRICTION WEDGE’.
02.07.1993 Repair ‘SIDE STEP’.
04.05.1994 Reclassified from wagon ‘NFPX 30319 T’ to ’ wagon ‘RKPX 30319 K’.

NFPX 30320

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘FLOOR SHEETING’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Reclassified from wagon ‘NFPX 30320 P’ to ’ wagon ‘NKPX 30320 C’.

NFPX 30321

Details: wagon ‘NFPX 30321 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXFZ
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Capacity of 56 tonnes

NFPX 30322

05.02.1990 Repair ‘HANDRAILS’.
21.12.1990 Reclassified from wagon ‘NFPX 30322 K’ to ’ wagon ‘NKPX 30322 U’.

NFPX 30323

24.10.1992 Reclassified from wagon ‘NFPX 30323 T’ to ’ wagon ‘NKPX 30323 G’.

NFPX 30324

18.05.1991 Reclassified from wagon ‘NFPX 30324 F’ to ’ wagon ‘NKPX 30324 P’.

NFPX 30325

22.05.1990 Reclassified from wagon ‘NFPX 30325 Y’ to ’ wagon ‘NKPX 30325 B’.

NFPX 30326

21.09.1991 Reclassified from wagon ‘NFPX 30326 A’ to ’ wagon ‘NKPX 30326 K’.

2.403 Wagon classification starting with ‘NFS’

NFSF 1555

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 1555 F’

NFSF 4394

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 4394 J’

NFSF 24350

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24350 U’

NFSF 24353

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24353 B’
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NFSF 24357

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24357 Y’

NFSF 24382

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24382 Q’

NFSF 24418

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24418 V’

NFSF 24431

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24431 U’

NFSF 24432

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24432 G’

NFSF 24447

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 24447 N’

NFSF 25656

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 25656 J’

NFSF 26286

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NFLF 26286 L’

7437



2. TIMS GROUP INFORMATION - WAGONS

2.404 Wagon classification starting with ‘NFU’

NFUA 26313

19.05.1989 Reclassified from wagon ‘NFUA 26313 L’ to ’ wagon ‘NFUF 26313 X’.

NFUA 26340

Details: wagon ‘NFUA 26340 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUA 26353

09.09.1987 Reclassified from wagon ‘NFUA 26353 U’ to ’ wagon ‘NFUF 26353 R’.

NFUA 26467

09.09.1987 Reclassified from wagon ‘NFUA 26467 C’ to ’ wagon ‘NFUF 26467 W’.

NFUA 26482

03.05.1988 Reclassified from wagon ‘NFUA 26482 T’ to ’ wagon ‘NFUF 26482 Q’.

NFUA 26509

Details: wagon ‘NFUA 26509 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ
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2.404. Wagon classification starting with ‘NFU’

NFUF 23642

Details: wagon ‘NFUF 23642 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NFUF 24360

Details: wagon ‘NFUF 24360 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NFUF 24375

Details: wagon ‘NFUF 24375 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 24606

Details: wagon ‘NFUF 24606 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 25662

Details: wagon ‘NFUF 25662 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26238

Details: wagon ‘NFUF 26238 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26281

Details: wagon ‘NFUF 26281 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘TRAIN PIPE’.

NFUF 26313

Details: wagon ‘NFUF 26313 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFUA 26313
BSG Code: NSFZ

Capacity of 42 tonnes

28.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.08.1989 Repair ‘WEAR PLATES & SADDLES’.
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NFUF 26324

Details: wagon ‘NFUF 26324 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NFUF 26328

Details: wagon ‘NFUF 26328 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26329

Details: wagon ‘NFUF 26329 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26332

Details: wagon ‘NFUF 26332 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NFUF 26333

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BEARERS’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘TOP CENTRE PLATE’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.

NFUF 26342

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘WHEEL SET’.

NFUF 26344

Details: wagon ‘NFUF 26344 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26348

Details: wagon ‘NFUF 26348 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26350

Details: wagon ‘NFUF 26350 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26359

21.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1990 Reclassified from wagon ‘NFUF 26359 C’ to ’ wagon ‘NDGF 2467 L’.
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2.404. Wagon classification starting with ‘NFU’

NFUF 26364

Details: wagon ‘NFUF 26364 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 22.02.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26365

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE PULL ROD’.

NFUF 26366

Details: wagon ‘NFUF 26366 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 07.07.1957
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26369

Details: wagon ‘NFUF 26369 K’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26373

Details: wagon ‘NFUF 26373 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26374

Details: wagon ‘NFUF 26374 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26376

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘BRAKE PULL ROD’.
30.04.1990 Repair ‘BRANCH PIPE’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘END BRAKE COCK’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Repair ‘WHEEL SET’.
30.04.1990 Repair ‘YOKE CARRIER’.

NFUF 26390

Details: wagon ‘NFUF 26390 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26392

15.02.1988 Reclassified from wagon ‘NFUF 26392 R’ to ’ wagon ‘NFUA 26392 U’.

NFUF 26393

Details: wagon ‘NFUF 26393 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ
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NFUF 26399

Details: wagon ‘NFUF 26399 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NFUF 26406

Details: wagon ‘NFUF 26406 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26408

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE WEAR PLATES’.

NFUF 26417

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘BRAKE PULL ROD’.
31.10.1989 Repair ‘BRANCH PIPE’.
31.10.1989 Repair ‘FLOOR SUPPORT’.
31.10.1989 Repair ‘HANDRAILS’.
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31.10.1989 Repair ‘HANDRAILS END’.
31.10.1989 Repair ‘SIDE BEARER’.

NFUF 26420

Details: wagon ‘NFUF 26420 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26421

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.11.1989 Repair ‘END BRAKE COCK’.
30.11.1989 Repair ‘HOSE FITTINGS’.
30.11.1989 Repair ‘ISOLATING COCK’.
30.11.1989 Repair ‘TRAIN PIPE’.

NFUF 26422

Details: wagon ‘NFUF 26422 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26424

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE WEAR PLATES’.
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NFUF 26434

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NFUF 26435

Details: wagon ‘NFUF 26435 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26439

Details: wagon ‘NFUF 26439 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26440

Details: wagon ‘NFUF 26440 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26444

Details: wagon ‘NFUF 26444 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26448

26.02.1991 Reclassified from wagon ‘NFUF 26448 P’ to ’ wagon ‘NDGF 2475 B’.

NFUF 26449

Details: wagon ‘NFUF 26449 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26454

Details: wagon ‘NFUF 26454 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26456

Details: wagon ‘NFUF 26456 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26472

Details: wagon ‘NFUF 26472 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26477

25.09.1990 Reclassified from wagon ‘NFUF 26477 H’ to ’ wagon ‘NDGF 2468 U’.

7452



2.404. Wagon classification starting with ‘NFU’

NFUF 26478

25.09.1990 Reclassified from wagon ‘NFUF 26478 Q’ to ’ wagon ‘NDGF 2469 G’.

NFUF 26481

Details: wagon ‘NFUF 26481 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26482

Details: wagon ‘NFUF 26482 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2743mm
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26485

Details: wagon ‘NFUF 26485 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26486

Details: wagon ‘NFUF 26486 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

Capacity of 42 tonnes

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.

NFUF 26489

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.07.1989 Repair ‘SIDE BEARER’.
26.07.1989 Repair ‘WEAR PLATES & SADDLES’.
26.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
01.05.1990 Repair ‘COUPLER COMPLETE’.

NFUF 26496

Details: wagon ‘NFUF 26496 Y’ in AN ‘Mainland Division’.

Owner: SRAOF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX UME 26496
BSG Code: NSFZ

Capacity of 42 tonnes

NFUF 26503

26.02.1991 Reclassified from wagon ‘NFUF 26503 Y’ to ’ wagon ‘NDGF 2473 G’.

NFUF 26510

Details: wagon ‘NFUF 26510 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26522

Details: wagon ‘NFUF 26522 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

NFUF 26524

28.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.08.1989 Repair ‘WEAR PLATES & SADDLES’.
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03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘WHEEL SET’.

2.405 Wagon classification starting with ‘NGA’

NGAF 30401

Details: wagon ‘NGAF 30401 P’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30402

Details: wagon ‘NGAF 30402 B’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30403

Details: wagon ‘NGAF 30403 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30404

Details: wagon ‘NGAF 30404 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30405

Details: wagon ‘NGAF 30405 F’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

7457



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NGAF 30406

Details: wagon ‘NGAF 30406 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30407

Details: wagon ‘NGAF 30407 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30408

Details: wagon ‘NGAF 30408 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30409

Details: wagon ‘NGAF 30409 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30410

Details: wagon ‘NGAF 30410 Y’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30411

Details: wagon ‘NGAF 30411 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30412

Details: wagon ‘NGAF 30412 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30413

Details: wagon ‘NGAF 30413 S’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30414

Details: wagon ‘NGAF 30414 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30415

Details: wagon ‘NGAF 30415 N’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30416

Details: wagon ‘NGAF 30416 W’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30417

Details: wagon ‘NGAF 30417 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGAF 30418

Details: wagon ‘NGAF 30418 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30419

Details: wagon ‘NGAF 30419 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30420

Details: wagon ‘NGAF 30420 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30421

Details: wagon ‘NGAF 30421 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30422

Details: wagon ‘NGAF 30422 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGAF 30423

Details: wagon ‘NGAF 30423 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30424

Details: wagon ‘NGAF 30424 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30425

Details: wagon ‘NGAF 30425 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30426

Details: wagon ‘NGAF 30426 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30428

Details: wagon ‘NGAF 30428 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

7466



2.405. Wagon classification starting with ‘NGA’

Capacity of 56 tonnes

NGAF 30429

Details: wagon ‘NGAF 30429 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30430

Details: wagon ‘NGAF 30430 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30431

Details: wagon ‘NGAF 30431 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30432

Details: wagon ‘NGAF 30432 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30433

Details: wagon ‘NGAF 30433 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGAF 30434

Details: wagon ‘NGAF 30434 U’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30435

Details: wagon ‘NGAF 30435 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30438

Details: wagon ‘NGAF 30438 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30439

Details: wagon ‘NGAF 30439 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30440

Details: wagon ‘NGAF 30440 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGAF 30441

Details: wagon ‘NGAF 30441 B’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30442

Details: wagon ‘NGAF 30442 K’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30443

Details: wagon ‘NGAF 30443 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30444

Details: wagon ‘NGAF 30444 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30445

Details: wagon ‘NGAF 30445 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGAF 30446

Details: wagon ‘NGAF 30446 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30447

Details: wagon ‘NGAF 30447 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30448

Details: wagon ‘NGAF 30448 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30449

Details: wagon ‘NGAF 30449 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30450

Details: wagon ‘NGAF 30450 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30451

Details: wagon ‘NGAF 30451 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30452

Details: wagon ‘NGAF 30452 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30453

Details: wagon ‘NGAF 30453 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30454

Details: wagon ‘NGAF 30454 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30455

Details: wagon ‘NGAF 30455 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30456

Details: wagon ‘NGAF 30456 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30457

Details: wagon ‘NGAF 30457 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30458

Details: wagon ‘NGAF 30458 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30459

Details: wagon ‘NGAF 30459 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30460

Details: wagon ‘NGAF 30460 X’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30461

Details: wagon ‘NGAF 30461 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30462

Details: wagon ‘NGAF 30462 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30463

Details: wagon ‘NGAF 30463 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30464

Details: wagon ‘NGAF 30464 V’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30465

Details: wagon ‘NGAF 30465 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30466

Details: wagon ‘NGAF 30466 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30467

Details: wagon ‘NGAF 30467 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30469

Details: wagon ‘NGAF 30469 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30471

Details: wagon ‘NGAF 30471 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30472

Details: wagon ‘NGAF 30472 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30473

Details: wagon ‘NGAF 30473 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30474

Details: wagon ‘NGAF 30474 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30475

Details: wagon ‘NGAF 30475 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30476

Details: wagon ‘NGAF 30476 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30477

Details: wagon ‘NGAF 30477 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30478

Details: wagon ‘NGAF 30478 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30480

Details: wagon ‘NGAF 30480 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30481

Details: wagon ‘NGAF 30481 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30482

Details: wagon ‘NGAF 30482 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30483

Details: wagon ‘NGAF 30483 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30484

Details: wagon ‘NGAF 30484 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30485

Details: wagon ‘NGAF 30485 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30486

Details: wagon ‘NGAF 30486 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30487

Details: wagon ‘NGAF 30487 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30488

Details: wagon ‘NGAF 30488 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30489

Details: wagon ‘NGAF 30489 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30490

Details: wagon ‘NGAF 30490 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30491

Details: wagon ‘NGAF 30491 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30492

Details: wagon ‘NGAF 30492 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30493

Details: wagon ‘NGAF 30493 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30494

Details: wagon ‘NGAF 30494 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30495

Details: wagon ‘NGAF 30495 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30496

Details: wagon ‘NGAF 30496 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30497

Details: wagon ‘NGAF 30497 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30499

Details: wagon ‘NGAF 30499 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30500

Details: wagon ‘NGAF 30500 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30501

Details: wagon ‘NGAF 30501 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30502

Details: wagon ‘NGAF 30502 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30503

Details: wagon ‘NGAF 30503 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30504

Details: wagon ‘NGAF 30504 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

7494



2.405. Wagon classification starting with ‘NGA’

NGAF 30505

Details: wagon ‘NGAF 30505 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30507

Details: wagon ‘NGAF 30507 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30509

Details: wagon ‘NGAF 30509 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30510

Details: wagon ‘NGAF 30510 V’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30511

Details: wagon ‘NGAF 30511 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAF 30512

Details: wagon ‘NGAF 30512 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30513

Details: wagon ‘NGAF 30513 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30514

Details: wagon ‘NGAF 30514 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30515

Details: wagon ‘NGAF 30515 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30516

Details: wagon ‘NGAF 30516 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGAF 30518

Details: wagon ‘NGAF 30518 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30519

Details: wagon ‘NGAF 30519 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30520

Details: wagon ‘NGAF 30520 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30521

Details: wagon ‘NGAF 30521 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30522

Details: wagon ‘NGAF 30522 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGAF 30523

Details: wagon ‘NGAF 30523 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30524

Details: wagon ‘NGAF 30524 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30525

Details: wagon ‘NGAF 30525 F’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30526

Details: wagon ‘NGAF 30526 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30527

Details: wagon ‘NGAF 30527 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGAF 30528

Details: wagon ‘NGAF 30528 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30529

Details: wagon ‘NGAF 30529 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30530

Details: wagon ‘NGAF 30530 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30531

Details: wagon ‘NGAF 30531 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30532

Details: wagon ‘NGAF 30532 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG
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Capacity of 56 tonnes

NGAF 30533

Details: wagon ‘NGAF 30533 S’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30534

Details: wagon ‘NGAF 30534 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30535

Details: wagon ‘NGAF 30535 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30537

Details: wagon ‘NGAF 30537 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30538

Details: wagon ‘NGAF 30538 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30540

Details: wagon ‘NGAF 30540 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30541

Details: wagon ‘NGAF 30541 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30542

Details: wagon ‘NGAF 30542 R’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30543

06.10.1989 Reclassified from wagon ‘NGAF 30543 D’ to ’ wagon ‘NGDX 30543 P’.

NGAF 30544

Details: wagon ‘NGAF 30544 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30545

Details: wagon ‘NGAF 30545 V’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGAF 30546

Details: wagon ‘NGAF 30546 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30547

Details: wagon ‘NGAF 30547 Q’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes
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NGAF 30548

Details: wagon ‘NGAF 30548 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30549

Details: wagon ‘NGAF 30549 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30556

06.10.1989 Reclassified from wagon ‘NGAF 30556 P’ to ’ wagon ‘NGDX 30556 E’.

NGAF 30558

06.10.1989 Reclassified from wagon ‘NGAF 30558 K’ to ’ wagon ‘NGDX 30558 W’.
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NGAF 30579

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30579 P’
07.11.1989 Reclassified from wagon ‘NGAF 30579 M’ to ’ wagon ‘NGDX 30579 B’.

NGAF 30590

17.04.1990 Reclassified from wagon ‘NGAF 30590 Q’ to ’ wagon ‘NGDX 30590 F’.

NGAF 30591

Details: wagon ‘NGAF 30591 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGAF 30592

13.04.1990 Reclassified from wagon ‘NGAF 30592 L’ to ’ wagon ‘NGDX 30592 A’.

NGAF 30593

06.10.1989 Reclassified from wagon ‘NGAF 30593 U’ to ’ wagon ‘NGDX 30593 J’.

NGAF 30594

06.10.1989 Reclassified from wagon ‘NGAF 30594 G’ to ’ wagon ‘NGDX 30594 S’.

NGAF 30595

Details: wagon ‘NGAF 30595 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30595S
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30595 S’

NGAF 30598

06.10.1989 Reclassified from wagon ‘NGAF 30598 T’ to ’ wagon ‘NGDX 30598 X’.

NGAF 30622

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30622 L’
07.11.1989 Reclassified from wagon ‘NGAF 30622 X’ to ’ wagon ‘NGDX 30622 U’.

NGAF 30662

26.06.1989 Reclassified from wagon ‘NGAF 30662 R’ to ’ wagon ‘NGAX 30662 U’.

NGAX 30551

15.06.1989 Reclassified from wagon ‘NGAX 30551 T’ to ’ wagon ‘NGAF 30551 Q’.
03.04.1992 Reclassified from wagon ‘NGAX 30551 T’ to ’ wagon ‘NGDX 30551 F’.

NGAX 30552

06.10.1989 Reclassified from wagon ‘NGAX 30552 F’ to ’ wagon ‘NGDX 30552 Y’.

NGAX 30553

15.06.1989 Reclassified from wagon ‘NGAX 30553 Y’ to ’ wagon ‘NGAF 30553 L’.
14.07.1989 Reclassified from wagon ‘NGAX 30553 Y’ to ’ wagon ‘NGDX 30553 Y’.
30.10.1991 Reclassified from wagon ‘NGAX 30553 Y’ to ’ wagon ‘NGDX 30553 A’.

NGAX 30554

14.04.1990 Reclassified from wagon ‘NGAX 30554 A’ to ’ wagon ‘NGDX 30554 J’.
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NGAX 30555

06.10.1989 Reclassified from wagon ‘NGAX 30555 J’ to ’ wagon ‘NGDX 30555 S’.

NGAX 30556

15.06.1989 Reclassified from wagon ‘NGAX 30556 S’ to ’ wagon ‘NGAF 30556 P’.

NGAX 30557

12.01.1993 Reclassified from wagon ‘NGAX 30557 E’ to ’ wagon ‘NGDX 30557 N’.

NGAX 30558

15.06.1989 Reclassified from wagon ‘NGAX 30558 N’ to ’ wagon ‘NGAF 30558 K’.

NGAX 30559

06.10.1989 Reclassified from wagon ‘NGAX 30559 W’ to ’ wagon ‘NGDX 30559 X’.

NGAX 30560

15.06.1989 Reclassified from wagon ‘NGAX 30560 S’ to ’ wagon ‘NGAF 30560 P’.
19.07.1989 Reclassified from wagon ‘NGAX 30560 S’ to ’ wagon ‘NGDX 30560 E’.

NGAX 30561

15.06.1989 Reclassified from wagon ‘NGAX 30561 E’ to ’ wagon ‘NGAF 30561 B’.
19.07.1989 Reclassified from wagon ‘NGAX 30561 E’ to ’ wagon ‘NGDX 30561 N’.

NGAX 30562

15.06.1989 Reclassified from wagon ‘NGAX 30562 N’ to ’ wagon ‘NGAF 30562 K’.
26.06.1989 Reclassified from wagon ‘NGAX 30562 N’ to ’ wagon ‘NGDX 30562 N’.
06.10.1989 Reclassified from wagon ‘NGAX 30562 N’ to ’ wagon ‘NGDX 30562 W’.

NGAX 30563

31.10.1989 Reclassified from wagon ‘NGAX 30563 W’ to ’ wagon ‘NGDX 30563 X’.

NGAX 30564

28.04.1990 Reclassified from wagon ‘NGAX 30564 X’ to ’ wagon ‘NGDX 30564 R’.

NGAX 30565

24.09.1990 Reclassified from wagon ‘NGAX 30565 R’ to ’ wagon ‘NGDX 30565 D’.

NGAX 30566

13.04.1990 Reclassified from wagon ‘NGAX 30566 D’ to ’ wagon ‘NGDX 30566 M’.
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NGAX 30568

06.10.1989 Reclassified from wagon ‘NGAX 30568 V’ to ’ wagon ‘NGDX 30568 H’.

NGAX 30569

04.11.1989 Reclassified from wagon ‘NGAX 30569 H’ to ’ wagon ‘NGDX 30569 Q’.

NGAX 30570

17.04.1990 Reclassified from wagon ‘NGAX 30570 D’ to ’ wagon ‘NGDX 30570 M’.

NGAX 30571

06.10.1989 Reclassified from wagon ‘NGAX 30571 M’ to ’ wagon ‘NGDX 30571 V’.

NGAX 30572

06.10.1989 Reclassified from wagon ‘NGAX 30572 V’ to ’ wagon ‘NGDX 30572 H’.

NGAX 30573

Details: wagon ‘NGAX 30573 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

NGAX 30574

06.10.1989 Reclassified from wagon ‘NGAX 30574 Q’ to ’ wagon ‘NGDX 30574 C’.

NGAX 30575

06.10.1989 Reclassified from wagon ‘NGAX 30575 C’ to ’ wagon ‘NGDX 30575 L’.
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NGAX 30576

Details: wagon ‘NGAX 30576 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30577

Details: wagon ‘NGAX 30577 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30578

06.10.1989 Reclassified from wagon ‘NGAX 30578 G’ to ’ wagon ‘NGDX 30578 P’.

NGAX 30579

14.07.1989 Reclassified from wagon ‘NGAX 30579 P’ to ’ wagon ‘NGAF 30579 M’.
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NGAX 30580

25.09.1990 Reclassified from wagon ‘NGAX 30580 L’ to ’ wagon ‘NGDX 30580 U’.

NGAX 30581

06.10.1989 Reclassified from wagon ‘NGAX 30581 U’ to ’ wagon ‘NGDX 30581 G’.

NGAX 30582

15.06.1989 Reclassified from wagon ‘NGAX 30582 G’ to ’ wagon ‘NGAF 30582 D’.
31.10.1989 Reclassified from wagon ‘NGAX 30582 G’ to ’ wagon ‘NGDX 30582 P’.

NGAX 30583

06.10.1989 Reclassified from wagon ‘NGAX 30583 P’ to ’ wagon ‘NGDX 30583 B’.

NGAX 30584

15.06.1989 Reclassified from wagon ‘NGAX 30584 B’ to ’ wagon ‘NGAF 30584 V’.
21.03.1992 Reclassified from wagon ‘NGAX 30584 B’ to ’ wagon ‘NGDX 30584 K’.

NGAX 30585

06.10.1989 Reclassified from wagon ‘NGAX 30585 K’ to ’ wagon ‘NGDX 30585 T’.

NGAX 30586

Details: wagon ‘NGAX 30586 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30587

15.06.1989 Reclassified from wagon ‘NGAX 30587 F’ to ’ wagon ‘NGAF 30587 C’.
31.10.1989 Reclassified from wagon ‘NGAX 30587 F’ to ’ wagon ‘NGDX 30587 Y’.
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NGAX 30588

15.06.1989 Reclassified from wagon ‘NGAX 30588 Y’ to ’ wagon ‘NGAF 30588 L’.
21.12.1990 Reclassified from wagon ‘NGAX 30588 Y’ to ’ wagon ‘NGDX 30588 A’.

NGAX 30589

15.06.1989 Reclassified from wagon ‘NGAX 30589 A’ to ’ wagon ‘NGAF 30589 U’.
19.07.1989 Reclassified from wagon ‘NGAX 30589 A’ to ’ wagon ‘NGDX 30589 J’.

NGAX 30590

15.06.1989 Reclassified from wagon ‘NGAX 30590 T’ to ’ wagon ‘NGAF 30590 Q’.

NGAX 30591

31.10.1989 Reclassified from wagon ‘NGAX 30591 F’ to ’ wagon ‘NGDX 30591 Y’.

NGAX 30592

15.06.1989 Reclassified from wagon ‘NGAX 30592 Y’ to ’ wagon ‘NGAF 30592 L’.

NGAX 30593

15.06.1989 Reclassified from wagon ‘NGAX 30593 A’ to ’ wagon ‘NGAF 30593 U’.

NGAX 30594

15.06.1989 Reclassified from wagon ‘NGAX 30594 J’ to ’ wagon ‘NGAF 30594 G’.

NGAX 30595

31.10.1989 Reclassified from wagon ‘NGAX 30595 S’ to ’ wagon ‘NGAF 30595 P’.

NGAX 30596

06.10.1989 Reclassified from wagon ‘NGAX 30596 E’ to ’ wagon ‘NGDX 30596 N’.

NGAX 30597

15.06.1989 Reclassified from wagon ‘NGAX 30597 N’ to ’ wagon ‘NGAF 30597 K’.
06.10.1989 Reclassified from wagon ‘NGAX 30597 N’ to ’ wagon ‘NGDX 30597 W’.

NGAX 30598

15.06.1989 Reclassified from wagon ‘NGAX 30598 W’ to ’ wagon ‘NGAF 30598 T’.

NGAX 30599

31.10.1989 Reclassified from wagon ‘NGAX 30599 X’ to ’ wagon ‘NGDX 30599 R’.
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NGAX 30600

15.06.1989 Reclassified from wagon ‘NGAX 30600 A’ to ’ wagon ‘NGAF 30600 U’.
23.07.1990 Reclassified from wagon ‘NGAX 30600 A’ to ’ wagon ‘NGDX 30600 J’.

NGAX 30601

31.10.1989 Reclassified from wagon ‘NGAX 30601 J’ to ’ wagon ‘NGDX 30601 S’.

NGAX 30602

15.06.1989 Reclassified from wagon ‘NGAX 30602 S’ to ’ wagon ‘NGAF 30602 P’.
29.06.1991 Reclassified from wagon ‘NGAX 30602 S’ to ’ wagon ‘NGDX 30602 E’.

NGAX 30603

06.10.1989 Reclassified from wagon ‘NGAX 30603 E’ to ’ wagon ‘NGDX 30603 N’.

NGAX 30605

06.10.1989 Reclassified from wagon ‘NGAX 30605 W’ to ’ wagon ‘NGDX 30605 X’.

NGAX 30606

31.10.1989 Reclassified from wagon ‘NGAX 30606 X’ to ’ wagon ‘NGDX 30606 R’.

NGAX 30607

10.07.1991 Reclassified from wagon ‘NGAX 30607 R’ to ’ wagon ‘NGDX 30607 D’.

NGAX 30608

06.10.1989 Reclassified from wagon ‘NGAX 30608 D’ to ’ wagon ‘NGDX 30608 M’.

NGAX 30609

Details: wagon ‘NGAX 30609 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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2.405. Wagon classification starting with ‘NGA’

BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30610

06.10.1989 Reclassified from wagon ‘NGAX 30610 X’ to ’ wagon ‘NGDX 30610 R’.

NGAX 30611

06.10.1989 Reclassified from wagon ‘NGAX 30611 R’ to ’ wagon ‘NGDX 30611 D’.

NGAX 30612

06.10.1989 Reclassified from wagon ‘NGAX 30612 D’ to ’ wagon ‘NGDX 30612 M’.

NGAX 30613

06.10.1989 Reclassified from wagon ‘NGAX 30613 M’ to ’ wagon ‘NGDX 30613 V’.

NGAX 30614

06.10.1989 Reclassified from wagon ‘NGAX 30614 V’ to ’ wagon ‘NGDX 30614 H’.

NGAX 30615

13.04.1990 Reclassified from wagon ‘NGAX 30615 H’ to ’ wagon ‘NGDX 30615 Q’.

NGAX 30616

06.10.1989 Reclassified from wagon ‘NGAX 30616 Q’ to ’ wagon ‘NGDX 30616 C’.

NGAX 30617

06.10.1989 Reclassified from wagon ‘NGAX 30617 C’ to ’ wagon ‘NGDX 30617 L’.

NGAX 30618

Details: wagon ‘NGAX 30618 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW

7519



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30619

15.06.1989 Reclassified from wagon ‘NGAX 30619 U’ to ’ wagon ‘NGAF 30619 R’.
19.07.1989 Reclassified from wagon ‘NGAX 30619 U’ to ’ wagon ‘NGDX 30619 G’.

NGAX 30620

06.10.1989 Reclassified from wagon ‘NGAX 30620 Q’ to ’ wagon ‘NGDX 30620 C’.

NGAX 30621

06.10.1989 Reclassified from wagon ‘NGAX 30621 C’ to ’ wagon ‘NGDX 30621 L’.

NGAX 30622

14.07.1989 Reclassified from wagon ‘NGAX 30622 L’ to ’ wagon ‘NGAF 30622 X’.

NGAX 30623

06.10.1989 Reclassified from wagon ‘NGAX 30623 U’ to ’ wagon ‘NGDX 30623 G’.

NGAX 30624

19.07.1989 Reclassified from wagon ‘NGAX 30624 G’ to ’ wagon ‘NGDX 30624 P’.

NGAX 30625

24.07.1989 Reclassified from wagon ‘NGAX 30625 P’ to ’ wagon ‘NGDX 30625 B’.

NGAX 30626

06.10.1989 Reclassified from wagon ‘NGAX 30626 B’ to ’ wagon ‘NGDX 30626 K’.

NGAX 30627

06.10.1989 Reclassified from wagon ‘NGAX 30627 K’ to ’ wagon ‘NGDX 30627 T’.

NGAX 30628

19.07.1989 Reclassified from wagon ‘NGAX 30628 T’ to ’ wagon ‘NGDX 30628 F’.

NGAX 30629

06.10.1989 Reclassified from wagon ‘NGAX 30629 F’ to ’ wagon ‘NGDX 30629 Y’.
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2.405. Wagon classification starting with ‘NGA’

NGAX 30630

26.10.1990 Reclassified from wagon ‘NGAX 30630 B’ to ’ wagon ‘NGRX 30630 G’.

NGAX 30631

06.10.1989 Reclassified from wagon ‘NGAX 30631 K’ to ’ wagon ‘NGDX 30631 T’.

NGAX 30632

06.10.1989 Reclassified from wagon ‘NGAX 30632 T’ to ’ wagon ‘NGDX 30632 F’.

NGAX 30633

19.07.1989 Reclassified from wagon ‘NGAX 30633 F’ to ’ wagon ‘NGDX 30633 Y’.

NGAX 30634

31.10.1989 Reclassified from wagon ‘NGAX 30634 Y’ to ’ wagon ‘NGDX 30634 A’.

NGAX 30635

26.10.1990 Reclassified from wagon ‘NGAX 30635 A’ to ’ wagon ‘NGRX 30635 F’.

NGAX 30636

26.10.1990 Reclassified from wagon ‘NGAX 30636 J’ to ’ wagon ‘NGRX 30636 Y’.

NGAX 30637

06.10.1989 Reclassified from wagon ‘NGAX 30637 S’ to ’ wagon ‘NGDX 30637 E’.

NGAX 30638

16.06.1989 Reclassified from wagon ‘NGAX 30638 E’ to ’ wagon ‘NGAF 30638 B’.
06.10.1989 Reclassified from wagon ‘NGAX 30638 E’ to ’ wagon ‘NGDX 30638 N’.

NGAX 30639

06.10.1989 Reclassified from wagon ‘NGAX 30639 N’ to ’ wagon ‘NGDX 30639 W’.

NGAX 30640

06.10.1989 Reclassified from wagon ‘NGAX 30640 J’ to ’ wagon ‘NGDX 30640 S’.

NGAX 30641

Details: wagon ‘NGAX 30641 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30642

15.06.1989 Reclassified from wagon ‘NGAX 30642 E’ to ’ wagon ‘NGAF 30642 B’.
06.10.1989 Reclassified from wagon ‘NGAX 30642 E’ to ’ wagon ‘NGDX 30642 N’.

NGAX 30643

15.06.1989 Reclassified from wagon ‘NGAX 30643 N’ to ’ wagon ‘NGAF 30643 K’.
06.10.1989 Reclassified from wagon ‘NGAX 30643 N’ to ’ wagon ‘NGDX 30643 W’.

NGAX 30644

06.10.1989 Reclassified from wagon ‘NGAX 30644 W’ to ’ wagon ‘NGDX 30644 X’.

NGAX 30645

15.06.1989 Reclassified from wagon ‘NGAX 30645 X’ to ’ wagon ‘NGAF 30645 F’.
27.03.1992 Reclassified from wagon ‘NGAX 30645 X’ to ’ wagon ‘NGDX 30645 R’.

NGAX 30646

31.10.1989 Reclassified from wagon ‘NGAX 30646 R’ to ’ wagon ‘NGDX 30646 D’.

NGAX 30647

06.10.1989 Reclassified from wagon ‘NGAX 30647 D’ to ’ wagon ‘NGDX 30647 M’.

NGAX 30648

19.07.1989 Reclassified from wagon ‘NGAX 30648 M’ to ’ wagon ‘NGDX 30648 V’.

NGAX 30649

06.10.1989 Reclassified from wagon ‘NGAX 30649 V’ to ’ wagon ‘NGDX 30649 H’.
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2.405. Wagon classification starting with ‘NGA’

NGAX 30650

06.10.1989 Reclassified from wagon ‘NGAX 30650 R’ to ’ wagon ‘NGDX 30650 D’.

NGAX 30651

06.10.1989 Reclassified from wagon ‘NGAX 30651 D’ to ’ wagon ‘NGDX 30651 M’.

NGAX 30652

06.10.1989 Reclassified from wagon ‘NGAX 30652 M’ to ’ wagon ‘NGDX 30652 V’.

NGAX 30653

15.06.1989 Reclassified from wagon ‘NGAX 30653 V’ to ’ wagon ‘NGAF 30653 S’.
06.10.1989 Reclassified from wagon ‘NGAX 30653 V’ to ’ wagon ‘NGDX 30653 H’.

NGAX 30654

06.10.1989 Reclassified from wagon ‘NGAX 30654 H’ to ’ wagon ‘NGDX 30654 Q’.

NGAX 30655

28.08.1991 Reclassified from wagon ‘NGAX 30655 Q’ to ’ wagon ‘NGDX 30655 C’.

NGAX 30656

26.03.1994 Reclassified from wagon ‘NGAX 30656 C’ to ’ wagon ‘NGDX 30656 L’.

NGAX 30657

06.10.1989 Reclassified from wagon ‘NGAX 30657 L’ to ’ wagon ‘NGDX 30657 U’.

NGAX 30658

06.10.1989 Reclassified from wagon ‘NGAX 30658 U’ to ’ wagon ‘NGDX 30658 G’.

NGAX 30659

15.06.1989 Reclassified from wagon ‘NGAX 30659 G’ to ’ wagon ‘NGAF 30659 D’.
06.10.1989 Reclassified from wagon ‘NGAX 30659 G’ to ’ wagon ‘NGDX 30659 P’.

NGAX 30660

06.10.1989 Reclassified from wagon ‘NGAX 30660 C’ to ’ wagon ‘NGDX 30660 L’.

NGAX 30661

15.06.1989 Reclassified from wagon ‘NGAX 30661 L’ to ’ wagon ‘NGAF 30661 X’.
06.10.1989 Reclassified from wagon ‘NGAX 30661 L’ to ’ wagon ‘NGDX 30661 U’.
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2. TIMS GROUP INFORMATION - WAGONS

NGAX 30662

15.06.1989 Reclassified from wagon ‘NGAX 30662 U’ to ’ wagon ‘NGAF 30662 R’.
17.08.1991 Reclassified from wagon ‘NGAX 30662 U’ to ’ wagon ‘NGDX 30662 G’.

NGAX 30663

06.10.1989 Reclassified from wagon ‘NGAX 30663 G’ to ’ wagon ‘NGDX 30663 P’.

NGAX 30664

31.10.1989 Reclassified from wagon ‘NGAX 30664 P’ to ’ wagon ‘NGDX 30664 B’.

NGAX 30665

06.10.1989 Reclassified from wagon ‘NGAX 30665 B’ to ’ wagon ‘NGDX 30665 K’.

NGAX 30666

31.10.1989 Reclassified from wagon ‘NGAX 30666 K’ to ’ wagon ‘NGDX 30666 T’.

NGAX 30667

17.07.1991 Reclassified from wagon ‘NGAX 30667 T’ to ’ wagon ‘NGDX 30667 F’.

NGAX 30668

06.10.1989 Reclassified from wagon ‘NGAX 30668 F’ to ’ wagon ‘NGDX 30668 Y’.

NGAX 30669

06.10.1989 Reclassified from wagon ‘NGAX 30669 Y’ to ’ wagon ‘NGDX 30669 A’.

NGAX 30670

04.10.1990 Reclassified from wagon ‘NGAX 30670 K’ to ’ wagon ‘NGDX 30670 T’.

NGAX 30671

06.10.1989 Reclassified from wagon ‘NGAX 30671 T’ to ’ wagon ‘NGDX 30671 F’.

NGAX 30672

06.10.1989 Reclassified from wagon ‘NGAX 30672 F’ to ’ wagon ‘NGDX 30672 Y’.

NGAX 30673

06.10.1989 Reclassified from wagon ‘NGAX 30673 Y’ to ’ wagon ‘NGDX 30673 A’.
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2.405. Wagon classification starting with ‘NGA’

NGAX 30674

06.10.1989 Reclassified from wagon ‘NGAX 30674 A’ to ’ wagon ‘NGDX 30674 J’.

NGAX 30675

22.05.1991 Reclassified from wagon ‘NGAX 30675 J’ to ’ wagon ‘NGDX 30675 S’.

NGAX 30676

19.07.1989 Reclassified from wagon ‘NGAX 30676 S’ to ’ wagon ‘NGDX 30676 E’.

NGAX 30677

06.10.1989 Reclassified from wagon ‘NGAX 30677 E’ to ’ wagon ‘NGDX 30677 N’.

NGAX 30678

09.07.1991 Reclassified from wagon ‘NGAX 30678 N’ to ’ wagon ‘NGDX 30678 W’.

NGAX 30679

Details: wagon ‘NGAX 30679 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

NGAX 30680

19.07.1989 Reclassified from wagon ‘NGAX 30680 S’ to ’ wagon ‘NGDX 30680 E’.

NGAX 30681

06.10.1989 Reclassified from wagon ‘NGAX 30681 E’ to ’ wagon ‘NGDX 30681 N’.

NGAX 30682

06.10.1989 Reclassified from wagon ‘NGAX 30682 N’ to ’ wagon ‘NGDX 30682 W’.
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2. TIMS GROUP INFORMATION - WAGONS

NGAX 30683

06.10.1989 Reclassified from wagon ‘NGAX 30683 W’ to ’ wagon ‘NGDX 30683 X’.

NGAX 30684

06.08.1991 Reclassified from wagon ‘NGAX 30684 X’ to ’ wagon ‘NGDX 30684 R’.

NGAX 30685

Details: wagon ‘NGAX 30685 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30686

Details: wagon ‘NGAX 30686 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAX 30687

13.04.1990 Reclassified from wagon ‘NGAX 30687 M’ to ’ wagon ‘NGDX 30687 V’.
26.11.1990 Reclassified from wagon ‘NGAX 30687 M’ to ’ wagon ‘NGRX 30687 R’.

NGAX 30688

31.10.1989 Reclassified from wagon ‘NGAX 30688 V’ to ’ wagon ‘NGDX 30688 H’.

NGAX 30689

10.02.1992 Reclassified from wagon ‘NGAX 30689 H’ to ’ wagon ‘NGDX 30689 Q’.

NGAX 30690

26.02.1991 Reclassified from wagon ‘NGAX 30690 D’ to ’ wagon ‘NGDX 30690 M’.

NGAX 30691

14.04.1992 Reclassified from wagon ‘NGAX 30691 M’ to ’ wagon ‘NGDX 30691 V’.

NGAX 30692

06.10.1989 Reclassified from wagon ‘NGAX 30692 V’ to ’ wagon ‘NGDX 30692 H’.

NGAX 30693

24.07.1989 Reclassified from wagon ‘NGAX 30693 H’ to ’ wagon ‘NGDX 30693 Q’.

NGAX 30694

06.10.1989 Reclassified from wagon ‘NGAX 30694 Q’ to ’ wagon ‘NGDX 30694 C’.

NGAX 30695

Details: wagon ‘NGAX 30695 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NGAX 30696

17.04.1990 Reclassified from wagon ‘NGAX 30696 L’ to ’ wagon ‘NGDX 30696 U’.

NGAX 30697

25.02.1990 Reclassified from wagon ‘NGAX 30697 U’ to ’ wagon ‘NGDX 30697 G’.

NGAX 30698

06.10.1989 Reclassified from wagon ‘NGAX 30698 G’ to ’ wagon ‘NGDX 30698 P’.

NGAX 30699

06.10.1989 Reclassified from wagon ‘NGAX 30699 P’ to ’ wagon ‘NGDX 30699 B’.

NGAX 30700

14.04.1992 Reclassified from wagon ‘NGAX 30700 H’ to ’ wagon ‘NGDX 30700 Q’.

NGAX 30701

06.10.1989 Reclassified from wagon ‘NGAX 30701 Q’ to ’ wagon ‘NGDX 30701 C’.

NGAX 30702

Details: wagon ‘NGAX 30702 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes
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2.405. Wagon classification starting with ‘NGA’

NGAX 30703

Details: wagon ‘NGAX 30703 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30704

06.10.1989 Reclassified from wagon ‘NGAX 30704 U’ to ’ wagon ‘NGDX 30704 G’.

NGAX 30705

Details: wagon ‘NGAX 30705 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30706

22.10.1990 Reclassified from wagon ‘NGAX 30706 P’ to ’ wagon ‘NGDX 30706 B’.
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2. TIMS GROUP INFORMATION - WAGONS

NGAX 30707

Details: wagon ‘NGAX 30707 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30708

31.10.1989 Reclassified from wagon ‘NGAX 30708 K’ to ’ wagon ‘NGDX 30708 T’.

NGAX 30709

19.07.1989 Reclassified from wagon ‘NGAX 30709 T’ to ’ wagon ‘NGDX 30709 F’.

NGAX 30710

06.10.1989 Reclassified from wagon ‘NGAX 30710 P’ to ’ wagon ‘NGDX 30710 B’.

NGAX 30711

26.10.1990 Reclassified from wagon ‘NGAX 30711 B’ to ’ wagon ‘NGDX 30711 K’.

NGAX 30712

06.10.1989 Reclassified from wagon ‘NGAX 30712 K’ to ’ wagon ‘NGDX 30712 T’.

NGAX 30713

19.07.1989 Reclassified from wagon ‘NGAX 30713 T’ to ’ wagon ‘NGDX 30713 F’.

NGAX 30715

06.10.1989 Reclassified from wagon ‘NGAX 30715 Y’ to ’ wagon ‘NGDX 30715 A’.
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2.405. Wagon classification starting with ‘NGA’

NGAX 30716

30.01.1992 Reclassified from wagon ‘NGAX 30716 A’ to ’ wagon ‘NGDX 30716 J’.

NGAX 30717

09.01.1992 Reclassified from wagon ‘NGAX 30717 J’ to ’ wagon ‘NGDX 30717 S’.

NGAX 30718

06.10.1989 Reclassified from wagon ‘NGAX 30718 S’ to ’ wagon ‘NGDX 30718 E’.

NGAX 30719

24.07.1989 Reclassified from wagon ‘NGAX 30719 E’ to ’ wagon ‘NGDX 30719 N’.

NGAX 30720

24.09.1990 Reclassified from wagon ‘NGAX 30720 A’ to ’ wagon ‘NGRX 30720 F’.

NGAX 30721

06.10.1989 Reclassified from wagon ‘NGAX 30721 J’ to ’ wagon ‘NGDX 30721 S’.

NGAX 30722

Details: wagon ‘NGAX 30722 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

NGAX 30723

19.07.1989 Reclassified from wagon ‘NGAX 30723 E’ to ’ wagon ‘NGDX 30723 N’.

NGAX 30724

06.10.1989 Reclassified from wagon ‘NGAX 30724 N’ to ’ wagon ‘NGDX 30724 W’.

7531



2. TIMS GROUP INFORMATION - WAGONS

NGAX 30725

25.02.1990 Reclassified from wagon ‘NGAX 30725 W’ to ’ wagon ‘NGDX 30725 X’.

NGAX 30726

06.10.1989 Reclassified from wagon ‘NGAX 30726 X’ to ’ wagon ‘NGDX 30726 R’.

NGAX 30727

21.12.1990 Reclassified from wagon ‘NGAX 30727 R’ to ’ wagon ‘NGRX 30727 W’.

NGAX 30728

06.10.1989 Reclassified from wagon ‘NGAX 30728 D’ to ’ wagon ‘NGDX 30728 M’.

NGAX 30729

12.07.1991 Reclassified from wagon ‘NGAX 30729 M’ to ’ wagon ‘NGDX 30729 V’.

NGAX 30730

26.09.1991 Reclassified from wagon ‘NGAX 30730 X’ to ’ wagon ‘NGDX 30730 R’.

NGAX 30731

05.06.1991 Reclassified from wagon ‘NGAX 30731 R’ to ’ wagon ‘NGDX 30731 D’.

NGAX 30732

30.01.1992 Reclassified from wagon ‘NGAX 30732 D’ to ’ wagon ‘NGDX 30732 M’.

NGAX 30733

06.10.1989 Reclassified from wagon ‘NGAX 30733 M’ to ’ wagon ‘NGDX 30733 V’.

NGAX 30735

06.10.1989 Reclassified from wagon ‘NGAX 30735 H’ to ’ wagon ‘NGDX 30735 Q’.

NGAX 30736

Details: wagon ‘NGAX 30736 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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2.405. Wagon classification starting with ‘NGA’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30737

19.07.1989 Reclassified from wagon ‘NGAX 30737 C’ to ’ wagon ‘NGDX 30737 L’.

NGAX 30738

29.06.1991 Reclassified from wagon ‘NGAX 30738 L’ to ’ wagon ‘NGDX 30738 U’.

NGAX 30739

09.01.1992 Reclassified from wagon ‘NGAX 30739 U’ to ’ wagon ‘NGDX 30739 G’.

NGAX 30740

12.03.1991 Reclassified from wagon ‘NGAX 30740 Q’ to ’ wagon ‘NGDX 30740 C’.

NGAX 30741

12.03.1991 Reclassified from wagon ‘NGAX 30741 C’ to ’ wagon ‘NGDX 30741 L’.

NGAX 30742

26.09.1991 Reclassified from wagon ‘NGAX 30742 L’ to ’ wagon ‘NGDX 30742 U’.

NGAX 30743

12.12.1989 Reclassified from wagon ‘NGAX 30743 U’ to ’ wagon ‘NGDX 30743 G’.

NGAX 30744

19.07.1989 Reclassified from wagon ‘NGAX 30744 G’ to ’ wagon ‘NGDX 30744 P’.

NGAX 30745

03.05.1990 Reclassified from wagon ‘NGAX 30745 P’ to ’ wagon ‘NGDX 30745 B’.

NGAX 30748

06.10.1989 Reclassified from wagon ‘NGAX 30748 T’ to ’ wagon ‘NGDX 30748 F’.
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2. TIMS GROUP INFORMATION - WAGONS

NGAX 30749

10.11.1993 Reclassified from wagon ‘NGAX 30749 F’ to ’ wagon ‘NGDX 30749 Y’.

NGAX 30750

12.03.1991 Reclassified from wagon ‘NGAX 30750 B’ to ’ wagon ‘NGDX 30750 K’.

NGAX 30751

03.12.1994 Reclassified from wagon ‘NGAX 30751 K’ to ’ wagon ‘NGDX 30751 T’.

NGAX 30752

06.10.1989 Reclassified from wagon ‘NGAX 30752 T’ to ’ wagon ‘NGDX 30752 F’.

NGAX 30753

06.10.1989 Reclassified from wagon ‘NGAX 30753 F’ to ’ wagon ‘NGDX 30753 Y’.

NGAX 30754

Details: wagon ‘NGAX 30754 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

NGAX 30755

Details: wagon ‘NGAX 30755 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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2.405. Wagon classification starting with ‘NGA’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGAX 30756

23.05.1991 Reclassified from wagon ‘NGAX 30756 J’ to ’ wagon ‘NGDX 30756 S’.

NGAX 30757

06.10.1989 Reclassified from wagon ‘NGAX 30757 S’ to ’ wagon ‘NGDX 30757 E’.

NGAX 30758

06.10.1989 Reclassified from wagon ‘NGAX 30758 E’ to ’ wagon ‘NGDX 30758 N’.

NGAX 30759

06.10.1989 Reclassified from wagon ‘NGAX 30759 N’ to ’ wagon ‘NGDX 30759 W’.

NGAX 30760

06.10.1989 Reclassified from wagon ‘NGAX 30760 J’ to ’ wagon ‘NGDX 30760 S’.

NGAX 30761

06.10.1989 Reclassified from wagon ‘NGAX 30761 S’ to ’ wagon ‘NGDX 30761 E’.

NGAX 30762

06.10.1989 Reclassified from wagon ‘NGAX 30762 E’ to ’ wagon ‘NGDX 30762 N’.

NGAX 30763

06.10.1989 Reclassified from wagon ‘NGAX 30763 N’ to ’ wagon ‘NGDX 30763 W’.

NGAX 30764

06.10.1989 Reclassified from wagon ‘NGAX 30764 W’ to ’ wagon ‘NGDX 30764 X’.

NGAX 30765

06.10.1989 Reclassified from wagon ‘NGAX 30765 X’ to ’ wagon ‘NGDX 30765 R’.
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2. TIMS GROUP INFORMATION - WAGONS

NGAX 30766

30.09.1991 Reclassified from wagon ‘NGAX 30766 R’ to ’ wagon ‘NGDX 30766 D’.

NGAX 30767

06.10.1989 Reclassified from wagon ‘NGAX 30767 D’ to ’ wagon ‘NGDX 30767 M’.

NGAX 30768

06.10.1989 Reclassified from wagon ‘NGAX 30768 M’ to ’ wagon ‘NGDX 30768 V’.

2.406 Wagon classification starting with ‘NGB’

NGBA 28812

Details: wagon ‘NGBA 28812 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGBF28812Y
BSG Code: NSHG

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGBF 28812 Y’

NGBA 29373

Details: wagon ‘NGBA 29373 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2

7536



2.406. Wagon classification starting with ‘NGB’

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGBF29373T
BSG Code: NSHG

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGBF 29373 T’

NGBA 29375

Details: wagon ‘NGBA 29375 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGBF29375Y
BSG Code: NSHG

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGBF 29375 Y’

NGBA 29378

Details: wagon ‘NGBA 29378 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGBF29378S
BSG Code: NSHG

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGBF 29378 S’

NGBF 28758

08.10.1990 Reclassified from wagon ‘NGBF 28758 B’ to ’ wagon ‘NGMA 28758 Y’.

NGBF 28812

30.04.1990 Reclassified from wagon ‘NGBF 28812 Y’ to ’ wagon ‘NGBA 28812 R’.

NGBF 29291

Details: wagon ‘NGBF 29291 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGBF 29373

30.04.1990 Reclassified from wagon ‘NGBF 29373 T’ to ’ wagon ‘NGBA 29373 W’.

NGBF 29375

30.04.1990 Reclassified from wagon ‘NGBF 29375 Y’ to ’ wagon ‘NGBA 29375 R’.

NGBF 29378

30.04.1990 Reclassified from wagon ‘NGBF 29378 S’ to ’ wagon ‘NGBA 29378 V’.
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NGBF 32064

Details: wagon ‘NGBF 32064 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGBF 35996

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35996 T’
18.10.1991 Reclassified from wagon ‘NGBF 35996 Q’ to ’ wagon ‘NGPF 35996 M’.

2.407 Wagon classification starting with ‘NGC’

NGCF 5066

31.10.1989 Reclassified from wagon ‘NGCF 5066 J’ to ’ wagon ‘NGCX 5066 M’.

NGCX 5066

Details: wagon ‘NGCX 5066 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGCF 5066J
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BSG Code: NSHZ

Capacity of 59 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCF 5066 J’

NGCX 33301

Details: wagon ‘NGCX 33301 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33302

Details: wagon ‘NGCX 33302 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

7540
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NGCX 33303

Details: wagon ‘NGCX 33303 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33304

Details: wagon ‘NGCX 33304 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33305

Details: wagon ‘NGCX 33305 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33306

Details: wagon ‘NGCX 33306 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33308

Details: wagon ‘NGCX 33308 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes
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NGCX 33309

Details: wagon ‘NGCX 33309 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33310

Details: wagon ‘NGCX 33310 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33311

Details: wagon ‘NGCX 33311 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33312

Details: wagon ‘NGCX 33312 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33313

Details: wagon ‘NGCX 33313 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes
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2.407. Wagon classification starting with ‘NGC’

NGCX 33314

Details: wagon ‘NGCX 33314 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33315

Details: wagon ‘NGCX 33315 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33316

Details: wagon ‘NGCX 33316 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33317

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33317 R’
13.04.1990 Reclassified from wagon ‘NGCX 33317 F’ to ’ wagon ‘NPAX 33317 R’.

NGCX 33318

Details: wagon ‘NGCX 33318 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33319

Details: wagon ‘NGCX 33319 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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2.407. Wagon classification starting with ‘NGC’

Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33320

Details: wagon ‘NGCX 33320 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33321

Details: wagon ‘NGCX 33321 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes
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NGCX 33322

Details: wagon ‘NGCX 33322 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33323

Details: wagon ‘NGCX 33323 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33324

Details: wagon ‘NGCX 33324 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
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2.407. Wagon classification starting with ‘NGC’

Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33325

Details: wagon ‘NGCX 33325 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33326

Details: wagon ‘NGCX 33326 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

7549



2. TIMS GROUP INFORMATION - WAGONS

NGCX 33327

Details: wagon ‘NGCX 33327 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33329

Details: wagon ‘NGCX 33329 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33330

Details: wagon ‘NGCX 33330 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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2.407. Wagon classification starting with ‘NGC’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33331

Details: wagon ‘NGCX 33331 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33332

Details: wagon ‘NGCX 33332 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes
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NGCX 33333

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33333 U’
13.04.1990 Reclassified from wagon ‘NGCX 33333 X’ to ’ wagon ‘NPAX 33333 U’.

NGCX 33334

Details: wagon ‘NGCX 33334 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NPAX 33334 G
BSG Code: NXHC

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33334 G’

NGCX 33336

Details: wagon ‘NGCX 33336 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes
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NGCX 33337

31.10.1989 Reclassified from wagon ‘NGCX 33337 V’ to ’ wagon ‘NPAX 33337 K’.

NGCX 33338

Details: wagon ‘NGCX 33338 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33339

Details: wagon ‘NGCX 33339 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33340

Details: wagon ‘NGCX 33340 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 59 tonnes

NGCX 33341

Details: wagon ‘NGCX 33341 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33342

Details: wagon ‘NGCX 33342 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33343

14.04.1992 Reclassified from wagon ‘NGCX 33343 Q’ to ’ wagon ‘NPMX 33343 S’.

NGCX 33345

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33345 A’
13.04.1990 Reclassified from wagon ‘NGCX 33345 L’ to ’ wagon ‘NPAX 33345 A’.

NGCX 33346

Details: wagon ‘NGCX 33346 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33347

31.10.1989 Reclassified from wagon ‘NGCX 33347 G’ to ’ wagon ‘NPAX 33347 S’.

NGCX 33348

Details: wagon ‘NGCX 33348 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33349

Details: wagon ‘NGCX 33349 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

NGCX 33350

Details: wagon ‘NGCX 33350 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ
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Capacity of 56 tonnes

2.408 Wagon classification starting with ‘NGD’

NGDX 30543

Details: wagon ‘NGDX 30543 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30543
BSG Code: NSHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30543 D’

NGDX 30551

Details: wagon ‘NGDX 30551 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30551 T
BSG Code: NXHG

Capacity of 56 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30551 T’

03.04.1992 Repair ‘VEHICLE RECLASSIFY’.
03.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30551 T’

NGDX 30552

Details: wagon ‘NGDX 30552 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30552
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30552 F’

NGDX 30553

Details: wagon ‘NGDX 30553 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30553 Y
BSG Code: NXHG

Capacity of 56 tonnes
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14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30553 Y’
30.10.1991 Repair ‘VEHICLE RECLASSIFY’.
30.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30553 Y’

NGDX 30554

Details: wagon ‘NGDX 30554 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30554 A
BSG Code: NXHG

Capacity of 56 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30554 A’

NGDX 30555

Details: wagon ‘NGDX 30555 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30555
BSG Code: NXHG
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Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30555 J’

NGDX 30556

Details: wagon ‘NGDX 30556 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30556
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30556 P’

NGDX 30557

Details: wagon ‘NGDX 30557 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes
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12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30557 E’

NGDX 30558

Details: wagon ‘NGDX 30558 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30558
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30558 K’

NGDX 30559

Details: wagon ‘NGDX 30559 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30559
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
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06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30559 W’

NGDX 30560

Details: wagon ‘NGDX 30560 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30560
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30560 S’

NGDX 30561

Details: wagon ‘NGDX 30561 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30561
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30561 E’
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NGDX 30562

Details: wagon ‘NGDX 30562 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30562
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30562 N’

NGDX 30563

Details: wagon ‘NGDX 30563 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30563W
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30563 W’

7563



2. TIMS GROUP INFORMATION - WAGONS

NGDX 30564

Details: wagon ‘NGDX 30564 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

28.04.1990 Repair ‘VEHICLE RECLASSIFY’.
28.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30564 X’

NGDX 30565

Details: wagon ‘NGDX 30565 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30565 R
BSG Code: NXHG

Capacity of 56 tonnes

24.09.1990 Repair ‘VEHICLE RECLASSIFY’.
24.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30565 R’
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NGDX 30566

Details: wagon ‘NGDX 30566 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30566 D
BSG Code: NXHG

Capacity of 56 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30566 D’

NGDX 30567

Details: wagon ‘NGDX 30567 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30567
BSG Code: NSHG

Capacity of 56 tonnes

NGDX 30568

Details: wagon ‘NGDX 30568 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30568
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30568 V’

NGDX 30569

Details: wagon ‘NGDX 30569 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

04.11.1989 Repair ‘VEHICLE RECLASSIFY’.
04.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30569 H’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘HANDRAILS END’.
18.05.1990 Repair ‘SIDE STEP’.
18.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NGDX 30570

Details: wagon ‘NGDX 30570 M’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30570 D
BSG Code: NXHG

Capacity of 56 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30570 D’

NGDX 30571

Details: wagon ‘NGDX 30571 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30571
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30571 M’
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NGDX 30572

Details: wagon ‘NGDX 30572 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30572
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30572 V’

NGDX 30573

Details: wagon ‘NGDX 30573 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30573
BSG Code: NSHG

Capacity of 56 tonnes

NGDX 30574

Details: wagon ‘NGDX 30574 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30574
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30574 Q’

NGDX 30575

Details: wagon ‘NGDX 30575 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30575
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30575 C’

NGDX 30578

Details: wagon ‘NGDX 30578 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30578
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30578 G’

NGDX 30579

Details: wagon ‘NGDX 30579 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30579 M
BSG Code: NSHG

Capacity of 56 tonnes

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30579 M’

NGDX 30580

Details: wagon ‘NGDX 30580 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30580 L
BSG Code: NXHG

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30580 L’

NGDX 30581

Details: wagon ‘NGDX 30581 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30581
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30581 U’

NGDX 30582

Details: wagon ‘NGDX 30582 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne

7571



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30582 X NGAX 30582G
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30582 G’

NGDX 30583

Details: wagon ‘NGDX 30583 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30583
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30583 P’

NGDX 30584

Details: wagon ‘NGDX 30584 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30584 / NGAX 30584 B
BSG Code: NXHG

Capacity of 56 tonnes

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30584 B’

NGDX 30585

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30585 K’
20.10.1992 Reclassified from wagon ‘NGDX 30585 T’ to ’ wagon ‘NGLF 30585 R’.

NGDX 30587

Details: wagon ‘NGDX 30587 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30587 X NGAX 30587F
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30587 F’

NGDX 30588

Details: wagon ‘NGDX 30588 A’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30588
BSG Code: NXHG

Capacity of 56 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30588 Y’

NGDX 30589

Details: wagon ‘NGDX 30589 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30589
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30589 A’

NGDX 30590

Details: wagon ‘NGDX 30590 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30590 Q
BSG Code: NXHG

Capacity of 56 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30590 Q’

NGDX 30591

Details: wagon ‘NGDX 30591 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX30591F
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30591 F’

NGDX 30592

Details: wagon ‘NGDX 30592 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30592 L
BSG Code: NXHG

Capacity of 56 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30592 L’

NGDX 30593

Details: wagon ‘NGDX 30593 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30593
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30593 U’

NGDX 30594

Details: wagon ‘NGDX 30594 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30594
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30594 G’

NGDX 30595

Details: wagon ‘NGDX 30595 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30595
BSG Code: NSHG

Capacity of 56 tonnes

NGDX 30596

Details: wagon ‘NGDX 30596 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30596
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30596 E’

NGDX 30597

Details: wagon ‘NGDX 30597 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30597
BSG Code: NXHG

Capacity of 56 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30597 N’
06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30597 N’

NGDX 30598

Details: wagon ‘NGDX 30598 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30598
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30598 T’

NGDX 30599

Details: wagon ‘NGDX 30599 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30599 X
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30599 X’
01.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NGDX 30600

Details: wagon ‘NGDX 30600 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30600/NGAX 30600 A
BSG Code: NXHG

Capacity of 56 tonnes

23.07.1990 Repair ‘VEHICLE RECLASSIFY’.
23.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30600 A’

NGDX 30601

Details: wagon ‘NGDX 30601 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30601 J
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30601 J’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘BRAKE CONTROL PIPE’.

NGDX 30602

Details: wagon ‘NGDX 30602 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30602 / NGAX 30602 S
BSG Code: NXHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30602 S’

NGDX 30603

Details: wagon ‘NGDX 30603 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX 30603
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30603 E’

NGDX 30605

Details: wagon ‘NGDX 30605 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30605
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30605 W’

NGDX 30606

Details: wagon ‘NGDX 30606 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30606 X
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30606 X’

NGDX 30607

Details: wagon ‘NGDX 30607 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGAX 30607 R
BSG Code: NXHZ

Capacity of 56 tonnes

10.07.1991 Repair ‘VEHICLE RECLASSIFY’.
10.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30607 R’

NGDX 30608

Details: wagon ‘NGDX 30608 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30608
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30608 D’

NGDX 30610

Details: wagon ‘NGDX 30610 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30610
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30610 X’
29.10.1990 Repair ‘BOGIE SPRING’.

NGDX 30611

Details: wagon ‘NGDX 30611 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30611
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30611 R’

NGDX 30612

Details: wagon ‘NGDX 30612 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B

7584



2.408. Wagon classification starting with ‘NGD’

Bogie Configuration: 2X2
Date Built: 01.02.1988
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30612
BSG Code: NXHG

Capacity of 58 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30612 D’

NGDX 30613

Details: wagon ‘NGDX 30613 V’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30613
BSG Code: NSHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30613 M’

NGDX 30614

Details: wagon ‘NGDX 30614 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30614
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30614 V’

NGDX 30615

Details: wagon ‘NGDX 30615 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGAX 30615 H
BSG Code: NXHZ

Capacity of 56 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30615 H’

NGDX 30616

Details: wagon ‘NGDX 30616 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30616
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30616 Q’

NGDX 30617

Details: wagon ‘NGDX 30617 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30617
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30617 C’

NGDX 30619

Details: wagon ‘NGDX 30619 G’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGAX 30619
BSG Code: NXHG

Capacity of 56 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30619 U’
19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30619 U’

NGDX 30620

Details: wagon ‘NGDX 30620 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: NGAX 30620
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30620 Q’

NGDX 30621

Details: wagon ‘NGDX 30621 L’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2

7588



2.408. Wagon classification starting with ‘NGD’

Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30621
BSG Code: NBHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30621 C’

NGDX 30622

Details: wagon ‘NGDX 30622 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAF 30622 X
BSG Code: NSHG

Capacity of 56 tonnes

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAF 30622 X’

NGDX 30623

Details: wagon ‘NGDX 30623 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30623
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30623 U’

NGDX 30624

Details: wagon ‘NGDX 30624 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30624
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30624 G’

NGDX 30625

Details: wagon ‘NGDX 30625 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGAX 30625
BSG Code: NXHG

Capacity of 56 tonnes

24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30625 P’

NGDX 30626

Details: wagon ‘NGDX 30626 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30626
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30626 B’

NGDX 30627

Details: wagon ‘NGDX 30627 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGAX 30627
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30627 K’

NGDX 30628

Details: wagon ‘NGDX 30628 F’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30628
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30628 T’

NGDX 30629

Details: wagon ‘NGDX 30629 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30629
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BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30629 F’

NGDX 30631

Details: wagon ‘NGDX 30631 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30631
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30631 K’

NGDX 30632

Details: wagon ‘NGDX 30632 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30632
BSG Code: NXHG
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Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30632 T’

NGDX 30633

Details: wagon ‘NGDX 30633 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30633
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30633 F’

NGDX 30634

Details: wagon ‘NGDX 30634 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30634 Y
BSG Code: NXHG

Capacity of 56 tonnes
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31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30634 Y’

NGDX 30637

Details: wagon ‘NGDX 30637 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30637
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30637 S’

NGDX 30638

Details: wagon ‘NGDX 30638 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30638
BSG Code: NXHG

Capacity of 56 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30638 E’

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30638 E’

NGDX 30639

Details: wagon ‘NGDX 30639 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30639
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30639 N’

NGDX 30640

Details: wagon ‘NGDX 30640 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30640
BSG Code: NXHG

Capacity of 56 tonnes
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06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30640 J’

NGDX 30641

Details: wagon ‘NGDX 30641 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGDX 30642

Details: wagon ‘NGDX 30642 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30642
BSG Code: NXHG

Capacity of 56 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30642 E’
06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30642 E’
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NGDX 30643

Details: wagon ‘NGDX 30643 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30643
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30643 N’

NGDX 30644

Details: wagon ‘NGDX 30644 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30644
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30644 W’
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NGDX 30645

Details: wagon ‘NGDX 30645 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30645
BSG Code: NXHG

Capacity of 56 tonnes

27.03.1992 Repair ‘VEHICLE RECLASSIFY’.
27.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30645 X’

NGDX 30646

Details: wagon ‘NGDX 30646 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30646 R
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30646 R’
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NGDX 30647

Details: wagon ‘NGDX 30647 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30647
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30647 D’

NGDX 30648

Details: wagon ‘NGDX 30648 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30648
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30648 M’
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NGDX 30649

Details: wagon ‘NGDX 30649 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30649
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30649 V’

NGDX 30650

Details: wagon ‘NGDX 30650 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30650
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30650 R’
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NGDX 30651

Details: wagon ‘NGDX 30651 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30651
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30651 D’

NGDX 30652

Details: wagon ‘NGDX 30652 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30652
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30652 M’
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NGDX 30653

Details: wagon ‘NGDX 30653 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30653
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30653 V’

NGDX 30654

Details: wagon ‘NGDX 30654 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30654
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30654 H’
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NGDX 30655

Details: wagon ‘NGDX 30655 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGAX 30655 Q
BSG Code: NXHZ

Capacity of 56 tonnes

28.08.1991 Repair ‘VEHICLE RECLASSIFY’.
28.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30655 Q’

NGDX 30656

Details: wagon ‘NGDX 30656 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGAX
BSG Code: NXHZ

Capacity of 56 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30656 C’
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NGDX 30657

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30657 L’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRANCH PIPE’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘EMPTY LOAD VALVE’.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

NGDX 30658

Details: wagon ‘NGDX 30658 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30658
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30658 U’

NGDX 30659

Details: wagon ‘NGDX 30659 P’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGAX 30659
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30659 G’

NGDX 30660

Details: wagon ‘NGDX 30660 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30660
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30660 C’

NGDX 30661

Details: wagon ‘NGDX 30661 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGAX 30661
BSG Code: NXHG

Capacity of 56 tonnes

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30661 L’
06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30661 L’

NGDX 30662

Details: wagon ‘NGDX 30662 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30662
BSG Code: NXHG

Capacity of 56 tonnes

17.08.1991 Repair ‘VEHICLE RECLASSIFY’.
17.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30662 U’

NGDX 30663

Details: wagon ‘NGDX 30663 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989

7607



2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30663
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30663 G’

NGDX 30664

Details: wagon ‘NGDX 30664 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30664 P
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30664 P’

NGDX 30665

Details: wagon ‘NGDX 30665 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGAX 30665
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30665 B’

NGDX 30666

Details: wagon ‘NGDX 30666 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30666 K
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30666 K’

NGDX 30667

Details: wagon ‘NGDX 30667 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NGAX 30667 T
BSG Code: NXHZ

Capacity of 56 tonnes

17.07.1991 Repair ‘VEHICLE RECLASSIFY’.
17.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30667 T’

NGDX 30668

Details: wagon ‘NGDX 30668 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX NGAX 30668
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30668 F’

NGDX 30669

Details: wagon ‘NGDX 30669 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30669
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BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30669 Y’

NGDX 30670

Details: wagon ‘NGDX 30670 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30670 K
BSG Code: NXHG

Capacity of 56 tonnes

04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30670 K’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘SIDE STEP’.

NGDX 30671

Details: wagon ‘NGDX 30671 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30671
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30671 T’

NGDX 30672

Details: wagon ‘NGDX 30672 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30672
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30672 F’

NGDX 30673

Details: wagon ‘NGDX 30673 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30673
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30673 Y’

NGDX 30674

Details: wagon ‘NGDX 30674 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30674
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30674 A’

NGDX 30675

Details: wagon ‘NGDX 30675 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGAX 30675 J
BSG Code: NXHG

Capacity of 56 tonnes

22.05.1991 Repair ‘VEHICLE RECLASSIFY’.
22.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30675 J’

NGDX 30676

Details: wagon ‘NGDX 30676 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30676
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30676 S’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘COUPLER KNUCKLE’.
04.05.1990 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘SIDE STEP’.
04.05.1990 Repair ‘SIDE STEP’.
04.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NGDX 30677

Details: wagon ‘NGDX 30677 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30677
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30677 E’

NGDX 30678

Details: wagon ‘NGDX 30678 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGAX 30678 N
BSG Code: NXHZ

Capacity of 56 tonnes

09.07.1991 Repair ‘VEHICLE RECLASSIFY’.
09.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30678 N’

NGDX 30680

Details: wagon ‘NGDX 30680 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30680
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30680 S’

NGDX 30681

Details: wagon ‘NGDX 30681 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30681
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30681 E’

NGDX 30682

Details: wagon ‘NGDX 30682 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30682
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30682 N’

NGDX 30683

Details: wagon ‘NGDX 30683 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30683
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30683 W’

NGDX 30684

Details: wagon ‘NGDX 30684 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30684 X
BSG Code: NXHG

Capacity of 56 tonnes

06.08.1991 Repair ‘VEHICLE RECLASSIFY’.
06.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30684 X’

NGDX 30686

Details: wagon ‘NGDX 30686 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: BULK GRAIN HOPPER
BSG Code: NXHG

Capacity of 50 tonnes

NGDX 30687

Details: wagon ‘NGDX 30687 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30687 M
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BSG Code: NXHG

Capacity of 56 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30687 M’

NGDX 30688

Details: wagon ‘NGDX 30688 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30688 V
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30688 V’

NGDX 30689

Details: wagon ‘NGDX 30689 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30689 H
BSG Code: NXHG
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Capacity of 56 tonnes

10.02.1992 Repair ‘VEHICLE RECLASSIFY’.
10.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30689 H’

NGDX 30690

Details: wagon ‘NGDX 30690 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30690 D
BSG Code: NXHG

Capacity of 56 tonnes

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30690 D’

NGDX 30691

Details: wagon ‘NGDX 30691 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes
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14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30691 M’

NGDX 30692

Details: wagon ‘NGDX 30692 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30692
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30692 V’

NGDX 30693

Details: wagon ‘NGDX 30693 Q’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30693
BSG Code: NSHG

Capacity of 56 tonnes

24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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24.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30693 H’

NGDX 30694

Details: wagon ‘NGDX 30694 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30694
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30694 Q’

NGDX 30696

Details: wagon ‘NGDX 30696 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30696 L
BSG Code: NXHG

Capacity of 56 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30696 L’
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NGDX 30697

Details: wagon ‘NGDX 30697 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30697 U
BSG Code: NXHG

Capacity of 56 tonnes

25.02.1990 Repair ‘VEHICLE RECLASSIFY’.
25.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30697 U’

NGDX 30698

Details: wagon ‘NGDX 30698 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30698
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30698 G’
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NGDX 30699

Details: wagon ‘NGDX 30699 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30699
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30699 P’

NGDX 30700

Details: wagon ‘NGDX 30700 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGAX
BSG Code: NXHZ

Capacity of 56 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30700 H’
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NGDX 30701

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30701 Q’

NGDX 30704

Details: wagon ‘NGDX 30704 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30704
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30704 U’
08.10.1990 Repair ‘END HOSE’.

NGDX 30706

Details: wagon ‘NGDX 30706 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30706P
BSG Code: NXHG

Capacity of 56 tonnes
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22.10.1990 Repair ‘VEHICLE RECLASSIFY’.
22.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30706 P’

NGDX 30708

Details: wagon ‘NGDX 30708 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGAX 30708 K
BSG Code: NXHG

Capacity of 56 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30708 K’

NGDX 30709

Details: wagon ‘NGDX 30709 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30709
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30709 T’

NGDX 30710

Details: wagon ‘NGDX 30710 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30710
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30710 P’

NGDX 30711

Details: wagon ‘NGDX 30711 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGAX 30711
BSG Code: NXHZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30711 B’
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NGDX 30712

Details: wagon ‘NGDX 30712 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30712
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30712 K’

NGDX 30713

Details: wagon ‘NGDX 30713 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30713
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30713 T’
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NGDX 30715

Details: wagon ‘NGDX 30715 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30715
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30715 Y’

NGDX 30716

Details: wagon ‘NGDX 30716 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

30.01.1992 Repair ‘VEHICLE RECLASSIFY’.
30.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30716 A’

7629



2. TIMS GROUP INFORMATION - WAGONS

NGDX 30717

Details: wagon ‘NGDX 30717 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: NGAX
BSG Code: NXHG

Capacity of 56 tonnes

09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30717 J’

NGDX 30718

Details: wagon ‘NGDX 30718 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30718
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30718 S’
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NGDX 30719

Details: wagon ‘NGDX 30719 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30719
BSG Code: NXHG

Capacity of 56 tonnes

24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30719 E’

NGDX 30721

Details: wagon ‘NGDX 30721 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30721
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30721 J’
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NGDX 30723

Details: wagon ‘NGDX 30723 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30723
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30723 E’

NGDX 30724

Details: wagon ‘NGDX 30724 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30724
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30724 N’
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NGDX 30725

Details: wagon ‘NGDX 30725 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 31.08.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30725 W
BSG Code: NXHG

Capacity of 56 tonnes

25.02.1990 Repair ‘VEHICLE RECLASSIFY’.
25.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30725 W’

NGDX 30726

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30726 X’
26.10.1990 Reclassified from wagon ‘NGDX 30726 R’ to ’ wagon ‘NGRX 30726 N’.

NGDX 30728

Details: wagon ‘NGDX 30728 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30728
BSG Code: NXHG

Capacity of 56 tonnes
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06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30728 D’

NGDX 30729

Details: wagon ‘NGDX 30729 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGAX 30729 M
BSG Code: NXHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30729 M’

NGDX 30730

Details: wagon ‘NGDX 30730 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30730 X
BSG Code: NXHG

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
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26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30730 X’

NGDX 30731

Details: wagon ‘NGDX 30731 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGAX 30731 R
BSG Code: NXHZ

Capacity of 56 tonnes

05.06.1991 Repair ‘VEHICLE RECLASSIFY’.
05.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30731 R’

NGDX 30732

Details: wagon ‘NGDX 30732 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

30.01.1992 Repair ‘VEHICLE RECLASSIFY’.
30.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30732 D’
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NGDX 30733

Details: wagon ‘NGDX 30733 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30733
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30733 M’

NGDX 30735

Details: wagon ‘NGDX 30735 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30735
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30735 H’
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NGDX 30737

Details: wagon ‘NGDX 30737 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30737
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30737 C’

NGDX 30738

Details: wagon ‘NGDX 30738 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30738 L
BSG Code: NXHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30738 L’
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NGDX 30739

Details: wagon ‘NGDX 30739 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NGAX
BSG Code: NXHZ

Capacity of 56 tonnes

09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30739 U’

NGDX 30740

Details: wagon ‘NGDX 30740 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30740 Q
BSG Code: NXHG

Capacity of 56 tonnes

12.03.1991 Repair ‘VEHICLE RECLASSIFY’.
12.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30740 Q’
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NGDX 30741

Details: wagon ‘NGDX 30741 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30741 C
BSG Code: NXHG

Capacity of 56 tonnes

12.03.1991 Repair ‘VEHICLE RECLASSIFY’.
12.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30741 C’

NGDX 30742

Details: wagon ‘NGDX 30742 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30742 L
BSG Code: NXHG

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30742 L’
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NGDX 30743

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30743 U’
15.01.1993 Reclassified from wagon ‘NGDX 30743 G’ to ’ wagon ‘NGLF 30743 E’.

NGDX 30744

Details: wagon ‘NGDX 30744 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30744
BSG Code: NXHG

Capacity of 56 tonnes

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30744 G’

NGDX 30745

Details: wagon ‘NGDX 30745 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30745P
BSG Code: NXHG

Capacity of 55.5 tonnes
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03.05.1990 Repair ‘VEHICLE RECLASSIFY’.
03.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30745 P’

NGDX 30748

Details: wagon ‘NGDX 30748 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30748
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30748 T’

NGDX 30749

Details: wagon ‘NGDX 30749 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30749 F
BSG Code: NXHZ

Capacity of 56 tonnes

10.11.1993 Repair ‘VEHICLE RECLASSIFY’.

7641



2. TIMS GROUP INFORMATION - WAGONS

10.11.1993 Issued at location ‘Australian National’ with a previous code of wagon
‘NGAX 30749 F’

NGDX 30750

Details: wagon ‘NGDX 30750 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30750 B
BSG Code: NXHG

Capacity of 56 tonnes

12.03.1991 Repair ‘VEHICLE RECLASSIFY’.
12.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30750 B’

NGDX 30751

Details: wagon ‘NGDX 30751 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30751 K
BSG Code: NXHZ

Capacity of 56 tonnes

03.12.1994 Repair ‘VEHICLE RECLASSIFY’.
03.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30751 K’
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NGDX 30752

Details: wagon ‘NGDX 30752 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30752
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30752 T’

NGDX 30753

Details: wagon ‘NGDX 30753 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30753
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30753 F’
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NGDX 30756

Details: wagon ‘NGDX 30756 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30756J
BSG Code: NXHG

Capacity of 56 tonnes

23.05.1991 Repair ‘VEHICLE RECLASSIFY’.
23.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30756 J’

NGDX 30757

Details: wagon ‘NGDX 30757 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30757
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30757 S’
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NGDX 30758

Details: wagon ‘NGDX 30758 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30758
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30758 E’

NGDX 30759

Details: wagon ‘NGDX 30759 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30759
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30759 N’
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NGDX 30760

Details: wagon ‘NGDX 30760 S’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30760
BSG Code: NSHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30760 J’

NGDX 30761

Details: wagon ‘NGDX 30761 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30761
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30761 S’
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NGDX 30762

Details: wagon ‘NGDX 30762 N’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30762
BSG Code: NSHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30762 E’

NGDX 30763

Details: wagon ‘NGDX 30763 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30763
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30763 N’
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NGDX 30764

Details: wagon ‘NGDX 30764 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30764
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30764 W’

NGDX 30765

Details: wagon ‘NGDX 30765 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30765 X’
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NGDX 30766

Details: wagon ‘NGDX 30766 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30766 R’

NGDX 30767

Details: wagon ‘NGDX 30767 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30767
BSG Code: NXHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30767 D’
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NGDX 30768

Details: wagon ‘NGDX 30768 V’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30768
BSG Code: NSHG

Capacity of 56 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30768 M’

2.409 Wagon classification starting with ‘NGF’

NGFF 21509

Details: wagon ‘NGFF 21509 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 52 tonnes

NGFF 29433

Details: wagon ‘NGFF 29433 G’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NLGX 29433 W
BSG Code: NSHG

Capacity of 55 tonnes

19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 29433 W’

NGFF 29454

Details: wagon ‘NGFF 29454 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 29454 B
BSG Code: NXHZ

Capacity of 56 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 29454 B’

NGFF 31431

Details: wagon ‘NGFF 31431 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

7651



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NLGX 31431 H
BSG Code: NSHG

Capacity of 74 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31431 H’

NGFF 31499

Details: wagon ‘NGFF 31499 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31499 M
BSG Code: NXHZ

Capacity of 74 tonnes

07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31499 M’

NGFF 31508

Details: wagon ‘NGFF 31508 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX GLX
BSG Code: NSHG

Capacity of 60 tonnes

NGFF 31509

Details: wagon ‘NGFF 31509 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX GLX 31509
Wagon Height: 2565mm
BSG Code: NSHG

Capacity of 60 tonnes

01.07.1991 Repair ‘VEHICLE RECLASSIFY’.
01.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31509 Q’

NGFF 31514

Details: wagon ‘NGFF 31514 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX GLX 31514
BSG Code: NSHG

Capacity of 60 tonnes

21.06.1991 Repair ‘VEHICLE RECLASSIFY’.
21.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31514 C’

NGFF 31523

Details: wagon ‘NGFF 31523 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NLGX 31523B
BSG Code: NXHG

Capacity of 58 tonnes

29.05.1992 Repair ‘VEHICLE RECLASSIFY’.
29.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31523 B’

NGFF 31525

Details: wagon ‘NGFF 31525 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX GLX 31525
Wagon Width: 2565mm
BSG Code: NSHG

Capacity of 74 tonnes

21.06.1991 Repair ‘VEHICLE RECLASSIFY’.
21.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31525 T’

NGFF 31545

Details: wagon ‘NGFF 31545 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX GLX
BSG Code: NSHG

Capacity of 74 tonnes

28.06.1991 Repair ‘VEHICLE RECLASSIFY’.
28.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31545 M’

2.410 Wagon classification starting with ‘NGG’

NGGF 31508

Details: wagon ‘NGGF 31508 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NLGX 31508H
BSG Code: NSHG

Capacity of 58 tonnes

28.06.1991 Repair ‘VEHICLE RECLASSIFY’.
28.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31508 H’

NGGF 35701

Details: wagon ‘NGGF 35701 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35701 P
BSG Code: NSHZ

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35701 P’

NGGF 35702

Details: wagon ‘NGGF 35702 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35702 B
BSG Code: NSHZ

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35702 B’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BRAKE LEVER’.
27.03.1990 Repair ‘BRAKE PIN’.
13.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NGGF 35703

Details: wagon ‘NGGF 35703 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35703 K
BSG Code: NSHZ

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35703 K’
20.09.1993 Repair ‘SIDE STEP’.

NGGF 35704

Details: wagon ‘NGGF 35704 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35704
BSG Code: NSHZ

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35704 T’

NGGF 35705

Details: wagon ‘NGGF 35705 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35705 F
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35705 F’

NGGF 35706

Details: wagon ‘NGGF 35706 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35706 Y
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35706 Y’

NGGF 35707

Details: wagon ‘NGGF 35707 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35707 A’

NGGF 35708

Details: wagon ‘NGGF 35708 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35708 J
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35708 J’

NGGF 35709

Details: wagon ‘NGGF 35709 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35709 S
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35709 S’

NGGF 35710

Details: wagon ‘NGGF 35710 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35710
BSG Code: NSHG

Capacity of 60.4 tonnes

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35710 Y’

NGGF 35711

Details: wagon ‘NGGF 35711 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35711 A
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35711 A’

NGGF 35712

Details: wagon ‘NGGF 35712 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35712 J
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35712 J’

NGGF 35713

Details: wagon ‘NGGF 35713 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35713 S
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35713 S’

NGGF 35714

Details: wagon ‘NGGF 35714 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35714 E
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35714 E’

NGGF 35715

Details: wagon ‘NGGF 35715 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35715 N
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35715 N’

NGGF 35716

Details: wagon ‘NGGF 35716 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35716 W
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35716 W’
21.02.1996 Repair ‘VEHICLE COMPLETE’.

NGGF 35717

Details: wagon ‘NGGF 35717 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35717 X
BSG Code: NSHG

Capacity of 56 tonnes

28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35717 X’

NGGF 35718

Details: wagon ‘NGGF 35718 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35718 R
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35718 R’

NGGF 35719

Details: wagon ‘NGGF 35719 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35719 D
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35719 D’

NGGF 35720

Details: wagon ‘NGGF 35720 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NGTY 35720 W
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35720 W’

NGGF 35721

Details: wagon ‘NGGF 35721 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35721 X
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35721 X’

NGGF 35722

Details: wagon ‘NGGF 35722 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NGTY 35722 R
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35722 R’

NGGF 35723

Details: wagon ‘NGGF 35723 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35723 D
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35723 D’
11.06.1991 Repair ‘SIDE STEP’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.

NGGF 35724

Details: wagon ‘NGGF 35724 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NGTY 35724 M
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35724 M’

NGGF 35725

Details: wagon ‘NGGF 35725 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35725 V
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35725 V’

NGGF 35727

Details: wagon ‘NGGF 35727 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK

7668



2.410. Wagon classification starting with ‘NGG’

Remarks: EX NGTY 35727 Q
BSG Code: NSHG

Capacity of 60 tonnes

11.02.1990 Repair ‘VEHICLE RECLASSIFY’.
11.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35727 Q’
14.02.1990 Repair ‘HANDRAILS’.

NGGF 35728

Details: wagon ‘NGGF 35728 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35728 C
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35728 C’

NGGF 35729

Details: wagon ‘NGGF 35729 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NGTY 35729 L
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35729 L’
08.06.1991 Repair ‘SIDE STEP’.

NGGF 35730

Details: wagon ‘NGGF 35730 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35730 H
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35730 H’

NGGF 35731

Details: wagon ‘NGGF 35731 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NGTY 35731 Q
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35731 Q’
01.10.1993 Repair ‘END HOSE’.

NGGF 35732

Details: wagon ‘NGGF 35732 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35732 C
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35732 C’

NGGF 35733

Details: wagon ‘NGGF 35733 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NGTY 35733 L
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35733 L’

NGGF 35734

Details: wagon ‘NGGF 35734 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35734 U
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35734 U’

NGGF 35735

Details: wagon ‘NGGF 35735 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35735 G
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BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35735 G’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘EMPTY LOAD VALVE’.
26.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Repair ‘HANDRAILS’.
26.11.1990 Repair ‘SIDE STEP’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.

NGGF 35736

Details: wagon ‘NGGF 35736 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35736 P
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35736 P’

NGGF 35737

Details: wagon ‘NGGF 35737 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35737B
BSG Code: NSHG

Capacity of 60 tonnes

22.02.1990 Repair ‘VEHICLE RECLASSIFY’.
22.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35737 B’
20.09.1993 Repair ‘TRAIN PIPE (END)’.

NGGF 35738

Details: wagon ‘NGGF 35738 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35738 K
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35738 K’

NGGF 35739

Details: wagon ‘NGGF 35739 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35739 T
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35739 T’
09.10.1994 Repair ‘VEHICLE COMPLETE’.

NGGF 35740

Details: wagon ‘NGGF 35740 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35740 P
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35740 P’
17.07.1994 Repair ‘VEHICLE COMPLETE’.

NGGF 35741

Details: wagon ‘NGGF 35741 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTF 35741
BSG Code: NSHG

Capacity of 60.4 tonnes

21.01.1994 Repair ‘VEHICLE RECLASSIFY’.
21.01.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTF 35741 R’

NGGF 35742

Details: wagon ‘NGGF 35742 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35742 K
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35742 K’

NGGF 35743

Details: wagon ‘NGGF 35743 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35743 T
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35743 T’

NGGF 35744

Details: wagon ‘NGGF 35744 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35744 F
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35744 F’

NGGF 35745

Details: wagon ‘NGGF 35745 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35745 Y
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35745 Y’

NGGF 35746

Details: wagon ‘NGGF 35746 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35746 A
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35746 A’

NGGF 35747

Details: wagon ‘NGGF 35747 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35747 J
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35747 J’

NGGF 35748

Details: wagon ‘NGGF 35748 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35748 S
BSG Code: NSHG

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35748 S’

NGGF 35749

Details: wagon ‘NGGF 35749 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35749 E
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35749 E’

NGGF 35751

Details: wagon ‘NGGF 35751 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35751 J
BSG Code: NSHZ

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35751 J’

NGGF 35752

Details: wagon ‘NGGF 35752 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NGGF 35752 S
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35752 S’

NGGF 35753

Details: wagon ‘NGGF 35753 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35753 E
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35753 E’

NGGF 35754

Details: wagon ‘NGGF 35754 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGTY 35754 N
BSG Code: NSHG

Capacity of 60 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35754 N’

NGGF 35755

Details: wagon ‘NGGF 35755 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35755 W
BSG Code: NSHZ

Capacity of 60.4 tonnes

30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35755 W’

NGGF 35756

Details: wagon ‘NGGF 35756 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35756 X
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BSG Code: NSHG

Capacity of 60 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35756 X’

NGGF 35757

Details: wagon ‘NGGF 35757 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35757 R
BSG Code: NSHG

Capacity of 60 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35757 R’

NGGF 35758

Details: wagon ‘NGGF 35758 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35758 D
BSG Code: NSHG
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Capacity of 60 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35758 D’

NGGF 35759

Details: wagon ‘NGGF 35759 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35759 M
BSG Code: NSHG

Capacity of 60 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35759 M’

NGGF 35760

Details: wagon ‘NGGF 35760 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35760 X
BSG Code: NSHZ

Capacity of 60.4 tonnes
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30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35760 X’

NGGF 35761

Details: wagon ‘NGGF 35761 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35761R
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35761 R’

NGGF 35762

Details: wagon ‘NGGF 35762 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 35762 D
BSG Code: NSHZ

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.

7685



2. TIMS GROUP INFORMATION - WAGONS

14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 35762 D’

NGGF 35763

Details: wagon ‘NGGF 35763 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35763 M
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35763 M’

NGGF 35764

Details: wagon ‘NGGF 35764 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35764 V
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35764 V’
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NGGF 35765

Details: wagon ‘NGGF 35765 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35765 H
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35765 H’

NGGF 35766

Details: wagon ‘NGGF 35766 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35766 Q
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35766 Q’
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
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NGGF 35767

Details: wagon ‘NGGF 35767 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35767 C
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35767 C’

NGGF 35768

15.08.1990 Reclassified from wagon ‘NGGF 35768 L’ to ’ wagon ‘NGTY 35768 L’.

NGGF 35769

Details: wagon ‘NGGF 35769 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35769 U
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35769 U’
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NGGF 35770

Details: wagon ‘NGGF 35770 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGJF35770C
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35770 Q’
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35770 C’
29.11.1993 Repair ‘VEHICLE RECLASSIFY’.
29.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35770 C’

NGGF 35771

Details: wagon ‘NGGF 35771 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGJF 35771 L
BSG Code: NSHG

Capacity of 60.4 tonnes
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13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35771 C’
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35771 L’
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35771 L’

NGGF 35772

Details: wagon ‘NGGF 35772 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35772 L/NGGF 35772 L
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35772 L’
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35772 U’
16.05.1992 Repair ‘SIDE STEP’.
16.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NGJF 35772 U’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35772 U’

NGGF 35773

Details: wagon ‘NGGF 35773 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35773U
BSG Code: NSHG

Capacity of 60 tonnes

23.02.1991 Repair ‘VEHICLE RECLASSIFY’.
23.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35773 U’
10.04.1991 Repair ‘DISCHARGE DOOR’.
10.06.1991 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35773 G’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35773 G’

NGGF 35774

02.03.1991 Repair ‘VEHICLE RECLASSIFY’.
02.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35774 G’
29.03.1991 Repair ‘SIDE STEP’.
17.10.1991 Repair ‘SIDE STEP’.
28.04.1992 Reclassified from wagon ‘NGGF 35774 G’ to ’ wagon ‘NGJF 35774 P’.

NGGF 35775

Details: wagon ‘NGGF 35775 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGGF 35775 P
BSG Code: NSHG

Capacity of 60 tonnes

01.03.1991 Repair ‘VEHICLE RECLASSIFY’.
01.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35775 P’
20.08.1991 Repair ‘END BRAKE COCK’.
20.08.1991 Repair ‘END HOSE’.
05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35775 B’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35775 B’

NGGF 35776

Details: wagon ‘NGGF 35776 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35776B
BSG Code: NSHG

Capacity of 60 tonnes

20.02.1991 Repair ‘VEHICLE RECLASSIFY’.
20.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35776 B’
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35776 K’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35776 K’
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NGGF 35777

Details: wagon ‘NGGF 35777 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35777K
BSG Code: NSHG

Capacity of 56 tonnes

01.03.1991 Repair ‘VEHICLE RECLASSIFY’.
01.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35777 K’
25.08.1991 Repair ‘SIDE STEP’.
09.01.1992 Repair ‘SIDE STEP’.
03.03.1992 Repair ‘SIDE STEP’.
03.05.1992 Repair ‘VEHICLE RECLASSIFY’.
03.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35777 T’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35777 T’

NGGF 35778

20.02.1991 Repair ‘VEHICLE RECLASSIFY’.
20.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35778 T’
22.02.1991 Repair ‘SIDE STEP’.
28.04.1992 Reclassified from wagon ‘NGGF 35778 T’ to ’ wagon ‘NGJF 35778 F’.

NGGF 35779

Details: wagon ‘NGGF 35779 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35779 F/NGGF 35779 F
BSG Code: NSHG

Capacity of 56 tonnes

20.02.1991 Repair ‘VEHICLE RECLASSIFY’.
20.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35779 F’
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35779 Y’
16.05.1992 Repair ‘STEP’.
16.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NGJF 35779 Y’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRANCH PIPE’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘NGJF 35779 Y’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35779 Y’

NGGF 35780

Details: wagon ‘NGGF 35780 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGJF 35780 K
BSG Code: NSHG

Capacity of 60 tonnes

23.02.1991 Repair ‘VEHICLE RECLASSIFY’.
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23.02.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 35780 B’

08.04.1991 Repair ‘SIDE STEP’.
17.06.1991 Repair ‘SIDE STEP’.
28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35780 K’
31.12.1994 Repair ‘VEHICLE RECLASSIFY’.
31.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35780 K’

NGGF 35781

Details: wagon ‘NGGF 35781 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35781 K
BSG Code: NSHG

Capacity of 60 tonnes

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35781 K’
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35781 T’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35781 T’

NGGF 35783

Details: wagon ‘NGGF 35783 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35783 F
BSG Code: NSHG

Capacity of 60 tonnes

19.02.1991 Repair ‘VEHICLE RECLASSIFY’.
19.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35783 F’
22.02.1991 Repair ‘SIDE STEP’.
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35783 Y’
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGJF 35783 Y’

2.411 Wagon classification starting with ‘NGH’

NGHF 40700

Details: wagon ‘NGHF 40700 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40700 J
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40700 J’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40700 J’
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NGHF 40701

Details: wagon ‘NGHF 40701 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40701 S
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40701 S’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40701 S’

NGHF 40702

02.12.1991 Reclassified from wagon ‘NGHF 40702 C’ to ’ wagon ‘NHHF 40702 E’.

NGHF 40703

Details: wagon ‘NGHF 40703 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NHHF 40703 N
BSG Code: NSHZ

Capacity of 56 tonnes
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04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40703 N’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40703 N’

NGHF 40704

02.12.1991 Reclassified from wagon ‘NGHF 40704 U’ to ’ wagon ‘NHHF 40704 W’.

NGHF 40705

Details: wagon ‘NGHF 40705 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40705 X
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40705 X’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40705 X’

NGHF 40706

02.12.1991 Reclassified from wagon ‘NGHF 40706 P’ to ’ wagon ‘NHHF 40706 R’.

NGHF 40707

Details: wagon ‘NGHF 40707 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
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Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40707 D
BSG Code: NSHG

Capacity of 56 tonnes

29.07.1992 Repair ‘VEHICLE RECLASSIFY’.
29.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40707 D’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40707 D’

NGHF 40708

Details: wagon ‘NGHF 40708 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40708 M
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40708 M’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40708 M’

NGHF 40709

01.08.1991 Reclassified from wagon ‘NGHF 40709 T’ to ’ wagon ‘NHHF 40709 V’.
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NGHF 40710

Details: wagon ‘NGHF 40710 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40710 R
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40710 R’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40710 R’

NGHF 40711

Details: wagon ‘NGHF 40711 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40711 D
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40711 D’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40711 D’

NGHF 40712

Details: wagon ‘NGHF 40712 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40712M
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40712 M’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40712 M’

NGHF 40713

Details: wagon ‘NGHF 40713 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ
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Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40713 V’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40713 V’

NGHF 40714

Details: wagon ‘NGHF 40714 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40714 H
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40714 H’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40714 H’

NGHF 40715

Details: wagon ‘NGHF 40715 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40715 Q
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40715 Q’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40715 Q’

NGHF 40716

28.07.1992 Reclassified from wagon ‘NGHF 40716 A’ to ’ wagon ‘NHHF 40716 C’.

NGHF 40717

02.12.1991 Reclassified from wagon ‘NGHF 40717 J’ to ’ wagon ‘NHHF 40717 L’.

NGHF 40718

Details: wagon ‘NGHF 40718 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40718 U
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40718 U’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40718 U’
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NGHF 40719

Details: wagon ‘NGHF 40719 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40719 G’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40719 G’

NGHF 40720

Details: wagon ‘NGHF 40720 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40720 C
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40720 C’

7704



2.411. Wagon classification starting with ‘NGH’

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40720 C’

NGHF 40721

Details: wagon ‘NGHF 40721 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40721 L
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40721 L’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40721 L’

NGHF 40722

Details: wagon ‘NGHF 40722 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40722 U
BSG Code: NSHE
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Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40722 U’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40722 U’

NGHF 40723

Details: wagon ‘NGHF 40723 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40724

Details: wagon ‘NGHF 40724 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40724 P
BSG Code: NSHZ

Capacity of 56 tonnes
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04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40724 P’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40724 P’

NGHF 40725

02.12.1991 Reclassified from wagon ‘NGHF 40725 W’ to ’ wagon ‘NHHF 40725 B’.

NGHF 40726

Details: wagon ‘NGHF 40726 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40726K
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40726 K’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40726 K’

NGHF 40727

02.12.1991 Reclassified from wagon ‘NGHF 40727 R’ to ’ wagon ‘NHHF 40727 T’.

NGHF 40728

Details: wagon ‘NGHF 40728 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
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Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40728 F
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40728 F’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40728 F’

NGHF 40729

Details: wagon ‘NGHF 40729 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40730

04.09.1991 Reclassified from wagon ‘NGHF 40730 X’ to ’ wagon ‘NHHF 40730 K’.

NGHF 40731

02.12.1991 Reclassified from wagon ‘NGHF 40731 R’ to ’ wagon ‘NHHF 40731 T’.
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NGHF 40732

04.09.1991 Reclassified from wagon ‘NGHF 40732 D’ to ’ wagon ‘NHHF 40732 F’.

NGHF 40733

02.12.1991 Reclassified from wagon ‘NGHF 40733 M’ to ’ wagon ‘NHHF 40733 Y’.

NGHF 40734

Details: wagon ‘NGHF 40734 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40734 A’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40734 A’

NGHF 40735

Details: wagon ‘NGHF 40735 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
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Remarks: EX NHHF 40735H
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40735 J’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40735 J’

NGHF 40736

Details: wagon ‘NGHF 40736 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40736 S’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40736 S’

NGHF 40737

02.12.1991 Reclassified from wagon ‘NGHF 40737 C’ to ’ wagon ‘NHHF 40737 E’.

NGHF 40738

02.12.1991 Reclassified from wagon ‘NGHF 40738 L’ to ’ wagon ‘NHHF 40738 N’.
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NGHF 40739

Details: wagon ‘NGHF 40739 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40739 W’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40739 W’

NGHF 40740

Details: wagon ‘NGHF 40740 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40740 S
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40740 S’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40740 S’

NGHF 40741

Details: wagon ‘NGHF 40741 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40741 E
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40741 E’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40741 E’

NGHF 40742

Details: wagon ‘NGHF 40742 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40742 N
BSG Code: NSHZ
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Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40742 N’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40742 N’

NGHF 40743

02.12.1991 Reclassified from wagon ‘NGHF 40743 U’ to ’ wagon ‘NHHF 40743 W’.

NGHF 40744

Details: wagon ‘NGHF 40744 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40744 X
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40744 X’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40744 X’

NGHF 40745

02.12.1991 Reclassified from wagon ‘NGHF 40745 P’ to ’ wagon ‘NHHF 40745 R’.

NGHF 40746

02.12.1991 Reclassified from wagon ‘NGHF 40746 B’ to ’ wagon ‘NHHF 40746 D’.
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NGHF 40747

Details: wagon ‘NGHF 40747 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40747 M
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40747 M’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40747 M’

NGHF 40748

Details: wagon ‘NGHF 40748 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40748 V
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40748 V’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40748 V’

NGHF 40749

Details: wagon ‘NGHF 40749 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40749 H
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40749 H’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40749 H’

NGHF 40750

02.12.1991 Reclassified from wagon ‘NGHF 40750 B’ to ’ wagon ‘NHHF 40750 D’.

NGHF 40751

02.12.1991 Reclassified from wagon ‘NGHF 40751 K’ to ’ wagon ‘NHHF 40751 M’.

NGHF 40752

02.12.1991 Reclassified from wagon ‘NGHF 40752 T’ to ’ wagon ‘NHHF 40752 V’.

NGHF 40753

01.08.1991 Reclassified from wagon ‘NGHF 40753 F’ to ’ wagon ‘NHHF 40753 H’.
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NGHF 40754

Details: wagon ‘NGHF 40754 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40754 Q’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40754 Q’

NGHF 40755

Details: wagon ‘NGHF 40755 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40755 C
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40755 C’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40755 C’

NGHF 40756

Details: wagon ‘NGHF 40756 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40757

Details: wagon ‘NGHF 40757 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHHF
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40757 U’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40757 U’
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NGHF 40758

02.12.1991 Reclassified from wagon ‘NGHF 40758 E’ to ’ wagon ‘NHHF 40758 G’.

NGHF 40759

Details: wagon ‘NGHF 40759 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40759 P
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40759 P’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40759 P’

NGHF 40760

Details: wagon ‘NGHF 40760 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40760 L
BSG Code: NSHZ

Capacity of 56 tonnes
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04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40760 L’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40760 L’

NGHF 40761

02.12.1991 Reclassified from wagon ‘NGHF 40761 S’ to ’ wagon ‘NHHF 40761 U’.

NGHF 40762

Details: wagon ‘NGHF 40762 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40762 G’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40762 G’

NGHF 40763

Details: wagon ‘NGHF 40763 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40764

Details: wagon ‘NGHF 40764 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40764 B’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40764 B’

NGHF 40765

Details: wagon ‘NGHF 40765 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40765 K’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40765 K’

NGHF 40766

Details: wagon ‘NGHF 40766 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40766 T
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40766 T’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40766 T’

NGHF 40767

Details: wagon ‘NGHF 40767 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
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Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40767 F
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40767 F’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40767 F’

NGHF 40768

01.08.1991 Reclassified from wagon ‘NGHF 40768 M’ to ’ wagon ‘NHHF 40768 Y’.

NGHF 40769

Details: wagon ‘NGHF 40769 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40769 A
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40769 A’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40769 A’
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NGHF 40770

04.09.1991 Reclassified from wagon ‘NGHF 40770 R’ to ’ wagon ‘NHHF 40770 T’.

NGHF 40771

Details: wagon ‘NGHF 40771 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40771 F
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40771 F’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40771 F’

NGHF 40772

02.12.1991 Reclassified from wagon ‘NGHF 40772 M’ to ’ wagon ‘NHHF 40772 Y’.

NGHF 40773

15.07.1992 Reclassified from wagon ‘NGHF 40773 V’ to ’ wagon ‘NHHF 40773 A’.

NGHF 40774

02.12.1991 Reclassified from wagon ‘NGHF 40774 H’ to ’ wagon ‘NHHF 40774 J’.

NGHF 40775

02.12.1991 Reclassified from wagon ‘NGHF 40775 Q’ to ’ wagon ‘NHHF 40775 S’.
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NGHF 40776

Details: wagon ‘NGHF 40776 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40776 E
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40776 E’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40776 E’

NGHF 40777

02.12.1991 Reclassified from wagon ‘NGHF 40777 L’ to ’ wagon ‘NHHF 40777 N’.

NGHF 40778

Details: wagon ‘NGHF 40778 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40778 W
BSG Code: NSHZ

Capacity of 56 tonnes
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04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40778 W’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40778 W’

NGHF 40779

02.12.1991 Reclassified from wagon ‘NGHF 40779 G’ to ’ wagon ‘NHHF 40779 X’.

NGHF 40780

02.12.1991 Reclassified from wagon ‘NGHF 40780 C’ to ’ wagon ‘NHHF 40780 E’.

NGHF 40781

Details: wagon ‘NGHF 40781 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40782

02.12.1991 Reclassified from wagon ‘NGHF 40782 U’ to ’ wagon ‘NHHF 40782 W’.

NGHF 40783

07.05.1992 Reclassified from wagon ‘NGHF 40783 G’ to ’ wagon ‘NHHF 40783 X’.

NGHF 40784

Details: wagon ‘NGHF 40784 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40784 R
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40784 R’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40784 R’

NGHF 40785

02.12.1991 Reclassified from wagon ‘NGHF 40785 B’ to ’ wagon ‘NHHF 40785 D’.

NGHF 40786

Details: wagon ‘NGHF 40786 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40786 M
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40786 M’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40786 M’
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NGHF 40787

04.09.1991 Reclassified from wagon ‘NGHF 40787 T’ to ’ wagon ‘NHHF 40787 V’.

NGHF 40788

Details: wagon ‘NGHF 40788 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40788 H
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40788 H’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40788 H’

NGHF 40790

Details: wagon ‘NGHF 40790 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40790 M
BSG Code: NSHE

Capacity of 56 tonnes
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02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40790 M’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40790 M’

NGHF 40791

Details: wagon ‘NGHF 40791 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40791 V
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40791 V’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40791 V’

NGHF 40792

Details: wagon ‘NGHF 40792 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NHHF 40792 H
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40792 H’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40792 H’

NGHF 40793

Details: wagon ‘NGHF 40793 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40793 Q
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40793 Q’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40793 Q’

NGHF 40794

Details: wagon ‘NGHF 40794 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40794 C
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40794 C’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40794 C’

NGHF 40795

Details: wagon ‘NGHF 40795 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40795 L
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40795 L’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40795 L’

NGHF 40796

26.09.1991 Reclassified from wagon ‘NGHF 40796 S’ to ’ wagon ‘NHHF 40796 U’.
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NGHF 40797

01.08.1991 Reclassified from wagon ‘NGHF 40797 E’ to ’ wagon ‘NHHF 40797 G’.

NGHF 40798

02.12.1991 Reclassified from wagon ‘NGHF 40798 N’ to ’ wagon ‘NHHF 40798 P’.

NGHF 40799

02.12.1991 Reclassified from wagon ‘NGHF 40799 W’ to ’ wagon ‘NHHF 40799 B’.

NGHF 40800

Details: wagon ‘NGHF 40800 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40800Q
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40800 Q’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40800 Q’

NGHF 40801

Details: wagon ‘NGHF 40801 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40801 C
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40801 C’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40801 C’

NGHF 40802

Details: wagon ‘NGHF 40802 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40802 L’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40802 L’

NGHF 40803

02.12.1991 Reclassified from wagon ‘NGHF 40803 S’ to ’ wagon ‘NHHF 40803 U’.
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NGHF 40804

Details: wagon ‘NGHF 40804 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40805

Details: wagon ‘NGHF 40805 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40805 P
BSG Code: NSHZ

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40805 P’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40805 P’
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NGHF 40806

Details: wagon ‘NGHF 40806 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40806 B
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40806 B’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40806 B’

NGHF 40807

05.11.1992 Reclassified from wagon ‘NGHF 40807 X’ to ’ wagon ‘NHHF 40807 K’.

NGHF 40808

Details: wagon ‘NGHF 40808 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes
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04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40808 T’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40808 T’

NGHF 40809

08.09.1992 Reclassified from wagon ‘NGHF 40809 D’ to ’ wagon ‘NHHF 40809 F’.

NGHF 40810

Details: wagon ‘NGHF 40810 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40810 B
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40810 B’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40810 B’

NGHF 40811

Details: wagon ‘NGHF 40811 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S

7735



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40811 K
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40811 K’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40811 K’

NGHF 40812

Details: wagon ‘NGHF 40812 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40812 T’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40812 T’

NGHF 40813

Details: wagon ‘NGHF 40813 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGHF 40814

02.12.1991 Reclassified from wagon ‘NGHF 40814 M’ to ’ wagon ‘NHHF 40814 Y’.

NGHF 40815

Details: wagon ‘NGHF 40815 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40815 A
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40815 A’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40815 A’

NGHF 40816

02.12.1991 Reclassified from wagon ‘NGHF 40816 H’ to ’ wagon ‘NHHF 40816 J’.
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NGHF 40817

08.09.1992 Reclassified from wagon ‘NGHF 40817 Q’ to ’ wagon ‘NHHF 40817 S’.

NGHF 40818

23.11.1991 Reclassified from wagon ‘NGHF 40818 C’ to ’ wagon ‘NHHF 40818 E’.

NGHF 40819

Details: wagon ‘NGHF 40819 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40819 N
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40819 N’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40819 N’

NGHF 40820

01.08.1991 Reclassified from wagon ‘NGHF 40820 H’ to ’ wagon ‘NHHF 40820 J’.

NGHF 40821

02.12.1991 Reclassified from wagon ‘NGHF 40821 Q’ to ’ wagon ‘NHHF 40821 S’.

NGHF 40822

Details: wagon ‘NGHF 40822 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40822 E’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40822 E’

NGHF 40823

Details: wagon ‘NGHF 40823 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40823 N
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40823 N’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40823 N’
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NGHF 40824

Details: wagon ‘NGHF 40824 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40824 W
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40824 W’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40824 W’

NGHF 40825

Details: wagon ‘NGHF 40825 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40825 X
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40825 X’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40825 X’

NGHF 40826

Details: wagon ‘NGHF 40826 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHHF
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40826 R’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40826 R’

NGHF 40827

02.12.1991 Reclassified from wagon ‘NGHF 40827 B’ to ’ wagon ‘NHHF 40827 D’.

NGHF 40828

Details: wagon ‘NGHF 40828 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NHHF 40828 M
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40828 M’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40828 M’

NGHF 40829

Details: wagon ‘NGHF 40829 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40829 V
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40829 V’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40829 V’

NGHF 40830

Details: wagon ‘NGHF 40830 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40830 R
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40830 R’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40830 R’

NGHF 40831

04.09.1991 Reclassified from wagon ‘NGHF 40831 B’ to ’ wagon ‘NHHF 40831 D’.

NGHF 40832

Details: wagon ‘NGHF 40832 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40832 M’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40832 M’
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NGHF 40833

Details: wagon ‘NGHF 40833 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40833 V’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40833 V’

NGHF 40834

Details: wagon ‘NGHF 40834 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40834 H
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40834 H’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40834 H’

NGHF 40835

Details: wagon ‘NGHF 40835 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40835 Q’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40835 Q’

NGHF 40836

Details: wagon ‘NGHF 40836 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40836 C
BSG Code: NSHZ
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Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40836 C’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40836 C’

NGHF 40837

07.05.1992 Reclassified from wagon ‘NGHF 40837 J’ to ’ wagon ‘NHHF 40837 L’.

NGHF 40838

Details: wagon ‘NGHF 40838 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40838 U
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40838 U’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40838 U’

NGHF 40839

02.12.1991 Reclassified from wagon ‘NGHF 40839 E’ to ’ wagon ‘NHHF 40839 G’.

NGHF 40840

Details: wagon ‘NGHF 40840 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40840 C
BSG Code: NSHZ

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40840 C’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40840 C’

NGHF 40841

23.11.1991 Reclassified from wagon ‘NGHF 40841 J’ to ’ wagon ‘NHHF 40841 L’.

NGHF 40842

Details: wagon ‘NGHF 40842 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40842 U
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40842 U’
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27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40842 U’

NGHF 40843

02.12.1991 Reclassified from wagon ‘NGHF 40843 E’ to ’ wagon ‘NHHF 40843 G’.

NGHF 40844

Details: wagon ‘NGHF 40844 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40844 P
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40844 P’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40844 P’

NGHF 40845

Details: wagon ‘NGHF 40845 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NHHF 40845 B
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40845 B’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40845 B’

NGHF 40846

02.12.1991 Reclassified from wagon ‘NGHF 40846 X’ to ’ wagon ‘NHHF 40846 K’.

NGHF 40847

Details: wagon ‘NGHF 40847 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40847 T
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40847 T’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40847 T’

NGHF 40848

02.12.1991 Reclassified from wagon ‘NGHF 40848 D’ to ’ wagon ‘NHHF 40848 F’.
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NGHF 40849

Details: wagon ‘NGHF 40849 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHHF 40849 Y
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40849 Y’
27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHHF 40849 Y’

2.412 Wagon classification starting with ‘NGI’

NGIF 40000

Details: wagon ‘NGIF 40000 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40001

Details: wagon ‘NGIF 40001 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40002

Details: wagon ‘NGIF 40002 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40003

Details: wagon ‘NGIF 40003 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40004

Details: wagon ‘NGIF 40004 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40005

Details: wagon ‘NGIF 40005 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40007

Details: wagon ‘NGIF 40007 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40008

Details: wagon ‘NGIF 40008 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40009

Details: wagon ‘NGIF 40009 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

7753



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40010

Details: wagon ‘NGIF 40010 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40011

Details: wagon ‘NGIF 40011 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40012

Details: wagon ‘NGIF 40012 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40013

Details: wagon ‘NGIF 40013 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40014

Details: wagon ‘NGIF 40014 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40015

Details: wagon ‘NGIF 40015 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40016

Details: wagon ‘NGIF 40016 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40017

Details: wagon ‘NGIF 40017 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40018

Details: wagon ‘NGIF 40018 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40019

Details: wagon ‘NGIF 40019 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40020

Details: wagon ‘NGIF 40020 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40021

Details: wagon ‘NGIF 40021 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40022

Details: wagon ‘NGIF 40022 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40023

Details: wagon ‘NGIF 40023 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40024

Details: wagon ‘NGIF 40024 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40025

Details: wagon ‘NGIF 40025 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

7760



2.412. Wagon classification starting with ‘NGI’

NGIF 40026

Details: wagon ‘NGIF 40026 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40027

Details: wagon ‘NGIF 40027 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40028

Details: wagon ‘NGIF 40028 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40029

Details: wagon ‘NGIF 40029 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40030

Details: wagon ‘NGIF 40030 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40031

Details: wagon ‘NGIF 40031 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40032

Details: wagon ‘NGIF 40032 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40033

Details: wagon ‘NGIF 40033 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40034

Details: wagon ‘NGIF 40034 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40035

Details: wagon ‘NGIF 40035 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40036

Details: wagon ‘NGIF 40036 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40037

Details: wagon ‘NGIF 40037 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40038

Details: wagon ‘NGIF 40038 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40039

Details: wagon ‘NGIF 40039 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40040

Details: wagon ‘NGIF 40040 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40041

Details: wagon ‘NGIF 40041 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40042

Details: wagon ‘NGIF 40042 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40043

Details: wagon ‘NGIF 40043 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40044

Details: wagon ‘NGIF 40044 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40045

Details: wagon ‘NGIF 40045 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40046

Details: wagon ‘NGIF 40046 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40047

Details: wagon ‘NGIF 40047 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40048

Details: wagon ‘NGIF 40048 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40050

Details: wagon ‘NGIF 40050 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40052

Details: wagon ‘NGIF 40052 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40053

Details: wagon ‘NGIF 40053 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40054

Details: wagon ‘NGIF 40054 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40055

Details: wagon ‘NGIF 40055 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40056

Details: wagon ‘NGIF 40056 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40057

Details: wagon ‘NGIF 40057 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40058

Details: wagon ‘NGIF 40058 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40059

Details: wagon ‘NGIF 40059 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40060

Details: wagon ‘NGIF 40060 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40061

Details: wagon ‘NGIF 40061 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40062

Details: wagon ‘NGIF 40062 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40063

Details: wagon ‘NGIF 40063 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40064

Details: wagon ‘NGIF 40064 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40065

Details: wagon ‘NGIF 40065 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40066

Details: wagon ‘NGIF 40066 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40067

Details: wagon ‘NGIF 40067 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40068

Details: wagon ‘NGIF 40068 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40071

Details: wagon ‘NGIF 40071 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40072

Details: wagon ‘NGIF 40072 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40073

Details: wagon ‘NGIF 40073 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.412. Wagon classification starting with ‘NGI’

Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40074

Details: wagon ‘NGIF 40074 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40075

Details: wagon ‘NGIF 40075 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40076

Details: wagon ‘NGIF 40076 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40077

Details: wagon ‘NGIF 40077 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40079

Details: wagon ‘NGIF 40079 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40080

Details: wagon ‘NGIF 40080 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40081

Details: wagon ‘NGIF 40081 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40082

Details: wagon ‘NGIF 40082 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40083

Details: wagon ‘NGIF 40083 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40084

Details: wagon ‘NGIF 40084 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40085

Details: wagon ‘NGIF 40085 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40086

Details: wagon ‘NGIF 40086 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40087

Details: wagon ‘NGIF 40087 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40088

Details: wagon ‘NGIF 40088 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40089

Details: wagon ‘NGIF 40089 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40090

Details: wagon ‘NGIF 40090 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGIF 40091

Details: wagon ‘NGIF 40091 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40092

Details: wagon ‘NGIF 40092 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40093

Details: wagon ‘NGIF 40093 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40094

Details: wagon ‘NGIF 40094 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40095

Details: wagon ‘NGIF 40095 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGIF 40096

Details: wagon ‘NGIF 40096 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40097

Details: wagon ‘NGIF 40097 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40098

Details: wagon ‘NGIF 40098 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGIF 40099

Details: wagon ‘NGIF 40099 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.413 Wagon classification starting with ‘NGJ’

NGJF 35770

99.99.9999 Reclassified from wagon ‘NGJF 35770 C’ to ’ wagon ‘NGGF 35770 Q’.

NGJF 35771

05.08.1994 Reclassified from wagon ‘NGJF 35771 L’ to ’ wagon ‘NGGF 35771 C’.

NGJF 35772

20.01.1993 Reclassified from wagon ‘NGJF 35772 U’ to ’ wagon ‘NGGF 35772 L’.
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NGJF 35773

20.01.1993 Reclassified from wagon ‘NGJF 35773 G’ to ’ wagon ‘NGGF 35773 U’.

NGJF 35774

Details: wagon ‘NGJF 35774 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35774G
BSG Code: NSHG

Capacity of 60 tonnes

28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35774 G’

NGJF 35775

20.01.1993 Reclassified from wagon ‘NGJF 35775 B’ to ’ wagon ‘NGGF 35775 P’.

NGJF 35776

20.01.1993 Reclassified from wagon ‘NGJF 35776 K’ to ’ wagon ‘NGGF 35776 B’.

NGJF 35777

20.01.1993 Reclassified from wagon ‘NGJF 35777 T’ to ’ wagon ‘NGGF 35777 K’.

NGJF 35778

Details: wagon ‘NGJF 35778 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35778T
BSG Code: NSHG

Capacity of 60 tonnes

28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35778 T’
30.05.1992 Repair ‘HANDRAILS’.

NGJF 35779

20.01.1993 Reclassified from wagon ‘NGJF 35779 Y’ to ’ wagon ‘NGGF 35779 F’.

NGJF 35780

31.12.1994 Reclassified from wagon ‘NGJF 35780 K’ to ’ wagon ‘NGGF 35780 B’.

NGJF 35781

20.01.1993 Reclassified from wagon ‘NGJF 35781 T’ to ’ wagon ‘NGGF 35781 K’.

NGJF 35783

20.01.1993 Reclassified from wagon ‘NGJF 35783 Y’ to ’ wagon ‘NGGF 35783 F’.

2.414 Wagon classification starting with ‘NGK’

NGKF 35877

Details: wagon ‘NGKF 35877 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35877R

7791



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35877 R’

NGKF 35878

Details: wagon ‘NGKF 35878 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35878D
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35878 D’

NGKF 35879

Details: wagon ‘NGKF 35879 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35879M
BSG Code: NSHG
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Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35879 M’

NGKF 35880

Details: wagon ‘NGKF 35880 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35880X
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35880 X’

NGKF 35881

Details: wagon ‘NGKF 35881 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35881R
BSG Code: NSHG

Capacity of 60 tonnes
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19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35881 R’

NGKF 35882

Details: wagon ‘NGKF 35882 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35882D
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35882 D’
17.08.1995 Repair ‘VEHICLE COMPLETE’.

NGKF 35883

Details: wagon ‘NGKF 35883 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35883M
BSG Code: NSHG

Capacity of 60 tonnes
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19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35883 M’

NGKF 35884

Details: wagon ‘NGKF 35884 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35884V
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35884 V’

NGKF 35885

Details: wagon ‘NGKF 35885 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35885H
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 35885 H’

NGKF 35886

Details: wagon ‘NGKF 35886 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35886Q
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35886 Q’

NGKF 35887

Details: wagon ‘NGKF 35887 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35887C
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35887 C’
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NGKF 35888

Details: wagon ‘NGKF 35888 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35888L
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35888 L’

NGKF 35889

Details: wagon ‘NGKF 35889 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35889U
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35889 U’
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NGKF 35890

Details: wagon ‘NGKF 35890 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35890Q
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35890 Q’

NGKF 35891

Details: wagon ‘NGKF 35891 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35891C
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35891 C’
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NGKF 35892

Details: wagon ‘NGKF 35892 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35892L
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35892 L’

NGKF 35893

Details: wagon ‘NGKF 35893 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35893U
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35893 U’

7799



2. TIMS GROUP INFORMATION - WAGONS

NGKF 35894

Details: wagon ‘NGKF 35894 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35894G
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35894 G’

NGKF 35895

Details: wagon ‘NGKF 35895 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35895P
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35895 P’

7800



2.414. Wagon classification starting with ‘NGK’

NGKF 35896

Details: wagon ‘NGKF 35896 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35896B
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35896 B’

NGKF 35897

Details: wagon ‘NGKF 35897 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35897 V
BSG Code: NSHG

Capacity of 60 tonnes

19.12.1994 Repair ‘VEHICLE RECLASSIFY’.
19.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35897 V’

7801



2. TIMS GROUP INFORMATION - WAGONS

NGKF 35898

Details: wagon ‘NGKF 35898 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35898T
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35898 T’

NGKF 35899

Details: wagon ‘NGKF 35899 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35899F
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35899 F’

7802



2.414. Wagon classification starting with ‘NGK’

NGKF 35900

Details: wagon ‘NGKF 35900 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35900 X
BSG Code: NSHG

Capacity of 60 tonnes

14.04.1995 Repair ‘VEHICLE RECLASSIFY’.
14.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35900 X’

NGKF 36201

Details: wagon ‘NGKF 36201 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36201J
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36201 J’

7803



2. TIMS GROUP INFORMATION - WAGONS

NGKF 36202

Details: wagon ‘NGKF 36202 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36202S
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36202 S’

NGKF 36203

Details: wagon ‘NGKF 36203 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36203E
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36203 E’

7804



2.414. Wagon classification starting with ‘NGK’

NGKF 36204

Details: wagon ‘NGKF 36204 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36204N
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36204 N’

NGKF 36205

Details: wagon ‘NGKF 36205 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36205W
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36205 W’

7805



2. TIMS GROUP INFORMATION - WAGONS

NGKF 36206

Details: wagon ‘NGKF 36206 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36206X
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36206 X’

NGKF 36207

Details: wagon ‘NGKF 36207 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36207R
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36207 R’

7806



2.414. Wagon classification starting with ‘NGK’

NGKF 36208

Details: wagon ‘NGKF 36208 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36208D
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36208 D’

NGKF 36209

Details: wagon ‘NGKF 36209 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36209M
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36209 M’
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2. TIMS GROUP INFORMATION - WAGONS

NGKF 36210

Details: wagon ‘NGKF 36210 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36210X
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36210 X’

NGKF 36211

Details: wagon ‘NGKF 36211 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36211R
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36211 R’

7808



2.414. Wagon classification starting with ‘NGK’

NGKF 36212

Details: wagon ‘NGKF 36212 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36212D
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36212 D’

NGKF 36213

Details: wagon ‘NGKF 36213 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36213M
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36213 M’
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2. TIMS GROUP INFORMATION - WAGONS

NGKF 36214

Details: wagon ‘NGKF 36214 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36214 V
BSG Code: NSHG

Capacity of 60 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36214 V’

NGKF 36215

Details: wagon ‘NGKF 36215 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36215H
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36215 H’

7810



2.414. Wagon classification starting with ‘NGK’

NGKF 36216

Details: wagon ‘NGKF 36216 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36216Q
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36216 Q’

NGKF 36217

Details: wagon ‘NGKF 36217 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36217C
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36217 C’
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2. TIMS GROUP INFORMATION - WAGONS

NGKF 36218

Details: wagon ‘NGKF 36218 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36218L
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36218 L’

NGKF 36219

Details: wagon ‘NGKF 36219 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36219U
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36219 U’

7812



2.414. Wagon classification starting with ‘NGK’

NGKF 36220

Details: wagon ‘NGKF 36220 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36220Q
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36220 Q’

NGKF 36221

Details: wagon ‘NGKF 36221 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36221C
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36221 C’

7813



2. TIMS GROUP INFORMATION - WAGONS

NGKF 36222

Details: wagon ‘NGKF 36222 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36222L
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36222 L’

NGKF 36223

Details: wagon ‘NGKF 36223 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36223U
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36223 U’

7814



2.414. Wagon classification starting with ‘NGK’

NGKF 36224

Details: wagon ‘NGKF 36224 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36224G
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36224 G’

NGKF 36225

Details: wagon ‘NGKF 36225 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36225P
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36225 P’

7815



2. TIMS GROUP INFORMATION - WAGONS

NGKF 36226

Details: wagon ‘NGKF 36226 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36226B
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36226 B’

NGKF 36227

Details: wagon ‘NGKF 36227 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGKF36227K
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36227 K’

7816



2.414. Wagon classification starting with ‘NGK’

NGKF 36228

Details: wagon ‘NGKF 36228 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36228T
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36228 T’

NGKF 36229

Details: wagon ‘NGKF 36229 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36229F
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36229 F’

7817



2. TIMS GROUP INFORMATION - WAGONS

NGKF 36230

Details: wagon ‘NGKF 36230 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36230B
BSG Code: NSHG

Capacity of 60 tonnes

19.11.1989 Repair ‘VEHICLE RECLASSIFY’.
19.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36230 B’

2.415 Wagon classification starting with ‘NGL’

NGLF 30585

Details: wagon ‘NGLF 30585 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30585/NGDX30585T
BSG Code: NXHG

Capacity of 56 tonnes

20.10.1992 Repair ‘VEHICLE RECLASSIFY’.
20.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGDX 30585 T’

7818



2.416. Wagon classification starting with ‘NGM’

NGLF 30743

Details: wagon ‘NGLF 30743 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX30743U/NGDX30743G
BSG Code: NXHG

Capacity of 56 tonnes

15.01.1993 Repair ‘VEHICLE RECLASSIFY’.
15.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGDX 30743 G’

2.416 Wagon classification starting with ‘NGM’

NGMA 23123

12.06.1990 Reclassified from wagon ‘NGMA 23123 L’ to ’ wagon ‘NFMX 23123 J’.
12.06.1990 Repair ‘VEHICLE RECLASSIFY’.
12.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFMX 23123 J’

NGMA 28629

Details: wagon ‘NGMA 28629 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28629 M
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BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28629 M’

NGMA 28632

Details: wagon ‘NGMA 28632 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

26.11.1991 Repair ‘VEHICLE RECLASSIFY’.
26.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28632 D’

NGMA 28634

Details: wagon ‘NGMA 28634 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28634 V
BSG Code: NSHG
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Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28634 V’

NGMA 28637

Details: wagon ‘NGMA 28637 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28637 C
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28637 C’

NGMA 28639

Details: wagon ‘NGMA 28639 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28639 U
BSG Code: NSHG

Capacity of 46 tonnes
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07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28639 U’

NGMA 28643

Details: wagon ‘NGMA 28643 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28643 U
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28643 U’

NGMA 28645

Details: wagon ‘NGMA 28645 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28645 P
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
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07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGMF 28645 P’

NGMA 28648

Details: wagon ‘NGMA 28648 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28648 T
BSG Code: NSHZ

Capacity of 56 tonnes

24.03.1993 Repair ‘VEHICLE RECLASSIFY’.
24.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28648 T’

NGMA 28650

Details: wagon ‘NGMA 28650 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28650 B
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28650 B’
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NGMA 28651

Details: wagon ‘NGMA 28651 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28651 K
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28651 K’

NGMA 28654

Details: wagon ‘NGMA 28654 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF28654Y
BSG Code: NSHG

Capacity of 56 tonnes

08.10.1990 Repair ‘VEHICLE RECLASSIFY’.
08.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28654 Y’
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NGMA 28656

Details: wagon ‘NGMA 28656 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28656 J
BSG Code: NSHG

Capacity of 56 tonnes

26.02.1993 Repair ‘VEHICLE RECLASSIFY’.
26.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28656 J’

NGMA 28658

Details: wagon ‘NGMA 28658 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28658 E
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28658 E’
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NGMA 28659

Details: wagon ‘NGMA 28659 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28659 N
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28659 N’

NGMA 28660

Details: wagon ‘NGMA 28660 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28660 J
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28660 J’
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NGMA 28666

Details: wagon ‘NGMA 28666 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28666 R
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28666 R’

NGMA 28667

Details: wagon ‘NGMA 28667 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF28667D
BSG Code: NSHG

Capacity of 56 tonnes

16.08.1991 Repair ‘VEHICLE RECLASSIFY’.
16.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28667 D’
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NGMA 28670

Details: wagon ‘NGMA 28670 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28670 R
BSG Code: NSHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28670 R’

NGMA 28672

Details: wagon ‘NGMA 28672 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28672 M
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28672 M’
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NGMA 28673

Details: wagon ‘NGMA 28673 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28673 V
BSG Code: NSHZ

Capacity of 56 tonnes

24.12.1991 Repair ‘VEHICLE RECLASSIFY’.
24.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28673 V’

NGMA 28674

Details: wagon ‘NGMA 28674 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPLF 28674 W
BSG Code: NSHG

Capacity of 56 tonnes

06.05.1991 Repair ‘VEHICLE RECLASSIFY’.
06.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 28674 W’
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NGMA 28675

Details: wagon ‘NGMA 28675 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28675 Q
BSG Code: NSHG

Capacity of 56 tonnes

28.01.1993 Repair ‘VEHICLE RECLASSIFY’.
28.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28675 Q’

NGMA 28679

Details: wagon ‘NGMA 28679 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28679 G
BSG Code: NSHG

Capacity of 46 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28679 G’

7830



2.416. Wagon classification starting with ‘NGM’

NGMA 28680

Details: wagon ‘NGMA 28680 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28680 C
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28680 C’

NGMA 28686

Details: wagon ‘NGMA 28686 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 31.08.1956
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28686 K
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28686 K’
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NGMA 28689

Details: wagon ‘NGMA 28689 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1971
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28689 Y
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28689 Y’

NGMA 28694

Details: wagon ‘NGMA 28694 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28694 A
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28694 A’
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NGMA 28695

Details: wagon ‘NGMA 28695 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28695 J
BSG Code: NSHZ

Capacity of 56 tonnes

06.06.1991 Repair ‘VEHICLE RECLASSIFY’.
06.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28695 J’

NGMA 28697

Details: wagon ‘NGMA 28697 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28697 E
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28697 E’
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NGMA 28700

Details: wagon ‘NGMA 28700 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28700 Y
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28700 Y’

NGMA 28706

Details: wagon ‘NGMA 28706 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28706 W
BSG Code: NSHZ

Capacity of 56 tonnes

24.12.1991 Repair ‘VEHICLE RECLASSIFY’.
24.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28706 W’
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NGMA 28709

Details: wagon ‘NGMA 28709 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28709 D
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28709 D’

NGMA 28714

Details: wagon ‘NGMA 28714 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28714 M
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28714 M’
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NGMA 28722

Details: wagon ‘NGMA 28722 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28722 C
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28722 C’

NGMA 28724

Details: wagon ‘NGMA 28724 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28724 U
BSG Code: NSHZ

Capacity of 56 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28724 U’
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NGMA 28728

Details: wagon ‘NGMA 28728 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28728 K
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28728 K’

NGMA 28729

Details: wagon ‘NGMA 28729 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28729 T
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28729 T’
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NGMA 28730

Details: wagon ‘NGMA 28730 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28730 P
BSG Code: NSHG

Capacity of 46 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28730 P’

NGMA 28735

Details: wagon ‘NGMA 28735 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 46 tonnes

NGMA 28743

Details: wagon ‘NGMA 28743 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF28743E
BSG Code: NSHG

Capacity of 56 tonnes

16.08.1991 Repair ‘VEHICLE RECLASSIFY’.
16.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28743 E’

NGMA 28746

Details: wagon ‘NGMA 28746 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28746 X
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28746 X’

NGMA 28752

Details: wagon ‘NGMA 28752 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
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Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28752 D
BSG Code: NSHZ

Capacity of 56 tonnes

26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28752 D’

NGMA 28753

Details: wagon ‘NGMA 28753 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28753 M
BSG Code: NSHG

Capacity of 56 tonnes

03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28753 M’

NGMA 28758

Details: wagon ‘NGMA 28758 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGBF28758B
BSG Code: NSHG

Capacity of 56 tonnes

08.10.1990 Repair ‘VEHICLE RECLASSIFY’.
08.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGBF 28758 B’

NGMA 28768

Details: wagon ‘NGMA 28768 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28768 T
BSG Code: NSHG

Capacity of 46 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28768 T’

NGMA 28770

Details: wagon ‘NGMA 28770 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28770 B
BSG Code: NSHZ

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28770 B’

NGMA 28774

Details: wagon ‘NGMA 28774 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28774 Y
BSG Code: NSHZ

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28774 Y’

NGMA 28775

Details: wagon ‘NGMA 28775 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28775 A
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28775 A’

NGMA 28779

Details: wagon ‘NGMA 28779 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28779 N
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28779 N’

NGMA 28787

Details: wagon ‘NGMA 28787 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28787 D
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28787 D’

NGMA 28788

Details: wagon ‘NGMA 28788 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28788 M
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28788 M’

NGMA 28792

Details: wagon ‘NGMA 28792 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989

7844



2.416. Wagon classification starting with ‘NGM’

Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28792 M
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28792 M’

NGMA 28794

Details: wagon ‘NGMA 28794 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28794 H
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28794 H’

NGMA 28797

Details: wagon ‘NGMA 28797 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28797 L’

NGMA 28805

Details: wagon ‘NGMA 28805 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28805 U
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28805 U’

NGMA 28806

Details: wagon ‘NGMA 28806 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGMF 28806 G
BSG Code: NSHG

Capacity of 56 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28806 G’

NGMA 28808

Details: wagon ‘NGMA 28808 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28808 B
BSG Code: NSHG

Capacity of 56 tonnes

10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28808 B’

NGMA 28815

Details: wagon ‘NGMA 28815 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 28815 N
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BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28815 N’

NGMA 28822

Details: wagon ‘NGMA 28822 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28822 J
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28822 J’

NGMA 28829

Details: wagon ‘NGMA 28829 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28829 D
BSG Code: NSHG
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Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28829 D’

NGMA 28833

Details: wagon ‘NGMA 28833 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28833 D
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28833 D’

NGMA 28834

Details: wagon ‘NGMA 28834 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28834 M
BSG Code: NSHG

Capacity of 56 tonnes
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03.06.1991 Repair ‘VEHICLE RECLASSIFY’.
03.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28834 M’

NGMA 28838

Details: wagon ‘NGMA 28838 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28838 C
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28838 C’

NGMA 28840

Details: wagon ‘NGMA 28840 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF28840H
BSG Code: NSHG

Capacity of 46 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
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25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NGMF 28840 H’

NGMA 28842

Details: wagon ‘NGMA 28842 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28842 C
BSG Code: NSHG

Capacity of 56 tonnes

09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28842 C’

NGMA 28845

Details: wagon ‘NGMA 28845 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMF 28845 G
BSG Code: NSHZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28845 G’
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NGMA 28846

Details: wagon ‘NGMA 28846 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28846 P
BSG Code: NSHG

Capacity of 56 tonnes

03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28846 P’

NGMA 28848

Details: wagon ‘NGMA 28848 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

21.09.1991 Repair ‘VEHICLE RECLASSIFY’.
21.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28848 K’
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NGMA 28850

Details: wagon ‘NGMA 28850 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMA 28850 S
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28850 P’

NGMA 28853

Details: wagon ‘NGMA 28853 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28853 T
BSG Code: NSHG

Capacity of 56 tonnes

26.02.1993 Repair ‘VEHICLE RECLASSIFY’.
26.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28853 T’
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NGMA 28854

Details: wagon ‘NGMA 28854 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28854 F
BSG Code: NSHG

Capacity of 56 tonnes

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28854 F’

NGMA 28856

Details: wagon ‘NGMA 28856 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28856 A
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28856 A’
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NGMA 28858

Details: wagon ‘NGMA 28858 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28858 S
BSG Code: NSHG

Capacity of 56 tonnes

10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28858 S’

NGMA 28864

Details: wagon ‘NGMA 28864 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

05.06.1993 Repair ‘VEHICLE RECLASSIFY’.
05.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28864 N’
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NGMA 28876

Details: wagon ‘NGMA 28876 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28876 Q
BSG Code: NSHG

Capacity of 56 tonnes

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28876 Q’

NGMA 28879

Details: wagon ‘NGMA 28879 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28879 U
BSG Code: NSHG

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28879 U’
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NGMA 28881

Details: wagon ‘NGMA 28881 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28881 C
BSG Code: NSHZ

Capacity of 56 tonnes

10.11.1993 Repair ‘VEHICLE RECLASSIFY’.
10.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28881 C’

NGMA 28886

Details: wagon ‘NGMA 28886 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28886 B
BSG Code: NSHG

Capacity of 46 tonnes

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28886 B’
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NGMA 28887

Details: wagon ‘NGMA 28887 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28887 K
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28887 K’

NGMA 28890

Details: wagon ‘NGMA 28890 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28890 B
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28890 B’
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NGMA 28892

Details: wagon ‘NGMA 28892 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28892 T
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28892 T’

NGMA 28898

Details: wagon ‘NGMA 28898 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28898 E’
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NGMA 28903

Details: wagon ‘NGMA 28903 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28903 J
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28903 J’

NGMA 28905

Details: wagon ‘NGMA 28905 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28905 E
BSG Code: NSHG

Capacity of 46 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28905 E’
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NGMA 28908

Details: wagon ‘NGMA 28908 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28908 X
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28908 X’

NGMA 28909

Details: wagon ‘NGMA 28909 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28909 R
BSG Code: NSHG

Capacity of 56 tonnes

09.02.1991 Repair ‘VEHICLE RECLASSIFY’.
09.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28909 R’

7861



2. TIMS GROUP INFORMATION - WAGONS

NGMA 28914

Details: wagon ‘NGMA 28914 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28914
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28914 L’

NGMA 28916

Details: wagon ‘NGMA 28916 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 28916 V
BSG Code: NSHZ

Capacity of 56 tonnes

02.08.1991 Repair ‘VEHICLE RECLASSIFY’.
02.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28916 V’

7862



2.416. Wagon classification starting with ‘NGM’

NGMA 28917

Details: wagon ‘NGMA 28917 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28917 H’

NGMA 28928

Details: wagon ‘NGMA 28928 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28928 B
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28928 B’

7863



2. TIMS GROUP INFORMATION - WAGONS

NGMA 28937

Details: wagon ‘NGMA 28937 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28937 A
BSG Code: NSHG

Capacity of 46 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28937 A’

NGMA 28938

Details: wagon ‘NGMA 28938 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

06.10.1991 Repair ‘VEHICLE RECLASSIFY’.
06.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28938 J’

7864



2.416. Wagon classification starting with ‘NGM’

NGMA 28943

Details: wagon ‘NGMA 28943 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28943 S
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28943 S’

NGMA 28947

Details: wagon ‘NGMA 28947 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28947 X
BSG Code: NSHG

Capacity of 56 tonnes

06.08.1991 Repair ‘VEHICLE RECLASSIFY’.
06.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28947 X’

7865



2. TIMS GROUP INFORMATION - WAGONS

NGMA 28948

Details: wagon ‘NGMA 28948 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28948 R
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28948 R’

NGMA 28950

Details: wagon ‘NGMA 28950 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28950 W
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28950 W’

7866



2.416. Wagon classification starting with ‘NGM’

NGMA 28953

Details: wagon ‘NGMA 28953 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28953 D
BSG Code: NSHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28953 D’

NGMA 28956

Details: wagon ‘NGMA 28956 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28956 H
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28956 H’

7867



2. TIMS GROUP INFORMATION - WAGONS

NGMA 28959

Details: wagon ‘NGMA 28959 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28959 L
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28959 L’

NGMA 28962

Details: wagon ‘NGMA 28962 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.02.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28962 C
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28962 C’

7868



2.416. Wagon classification starting with ‘NGM’

NGMA 28967

Details: wagon ‘NGMA 28967 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28967 B
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28967 B’

NGMA 28978

Details: wagon ‘NGMA 28978 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28978 S
BSG Code: NSHG

Capacity of 56 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28978 S’

7869



2. TIMS GROUP INFORMATION - WAGONS

NGMA 28992

Details: wagon ‘NGMA 28992 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28992 D
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28992 D’

NGMA 28996

Details: wagon ‘NGMA 28996 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 28996 Q
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 28996 Q’

7870



2.416. Wagon classification starting with ‘NGM’

NGMA 29005

Details: wagon ‘NGMA 29005 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF29005Q
BSG Code: NSHZ

Capacity of 56 tonnes

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29005 Q’

NGMA 29007

Details: wagon ‘NGMA 29007 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29007 L
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29007 L’

7871



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29011

Details: wagon ‘NGMA 29011 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29011 L’

NGMA 29019

Details: wagon ‘NGMA 29019 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29019 Y
BSG Code: NSHG

Capacity of 56 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29019 Y’

7872



2.416. Wagon classification starting with ‘NGM’

NGMA 29020

Details: wagon ‘NGMA 29020 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29020 K
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29020 K’

NGMA 29029

Details: wagon ‘NGMA 29029 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29029 W
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29029 W’

7873



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29035

Details: wagon ‘NGMA 29035 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29035 R
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29035 R’

NGMA 29037

Details: wagon ‘NGMA 29037 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29037 M
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29037 M’

7874



2.416. Wagon classification starting with ‘NGM’

NGMA 29039

Details: wagon ‘NGMA 29039 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29039 H
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29039 H’

NGMA 29040

Details: wagon ‘NGMA 29040 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29040 D
BSG Code: NSHZ

Capacity of 56 tonnes

24.12.1991 Repair ‘VEHICLE RECLASSIFY’.
24.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29040 D’

7875



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29041

Details: wagon ‘NGMA 29041 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29041 M
BSG Code: NSHZ

Capacity of 56 tonnes

17.04.1993 Repair ‘VEHICLE RECLASSIFY’.
17.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29041 M’

NGMA 29044

Details: wagon ‘NGMA 29044 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29044 Q
BSG Code: NSHG

Capacity of 56 tonnes

24.02.1993 Repair ‘VEHICLE RECLASSIFY’.
24.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29044 Q’

7876



2.416. Wagon classification starting with ‘NGM’

NGMA 29045

Details: wagon ‘NGMA 29045 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29045 C
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29045 C’

NGMA 29046

Details: wagon ‘NGMA 29046 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29046
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29046 T’

7877



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29054

Details: wagon ‘NGMA 29054 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29054 B
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29054 B’

NGMA 29057

Details: wagon ‘NGMA 29057 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29057 F
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29057 F’

7878



2.416. Wagon classification starting with ‘NGM’

NGMA 29058

Details: wagon ‘NGMA 29058 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29058 Y
BSG Code: NSHG

Capacity of 56 tonnes

03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29058 Y’

NGMA 29061

Details: wagon ‘NGMA 29061 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29061 F
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29061 F’

7879



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29065

Details: wagon ‘NGMA 29065 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29065 S
BSG Code: NSHG

Capacity of 56 tonnes

01.08.1990 Repair ‘VEHICLE RECLASSIFY’.
01.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29065 S’

NGMA 29069

Details: wagon ‘NGMA 29069 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29069 X
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29069 X’

7880



2.416. Wagon classification starting with ‘NGM’

NGMA 29070

Details: wagon ‘NGMA 29070 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29070 E
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29070 E’

NGMA 29071

Details: wagon ‘NGMA 29071 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29071 N
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29071 N’

7881



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29072

Details: wagon ‘NGMA 29072 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29072 W
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29072 W’

NGMA 29073

Details: wagon ‘NGMA 29073 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29073 X
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29073 X’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29076

Details: wagon ‘NGMA 29076 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29076 M
BSG Code: NSHG

Capacity of 56 tonnes

22.07.1992 Repair ‘VEHICLE RECLASSIFY’.
22.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29076 M’

NGMA 29077

Details: wagon ‘NGMA 29077 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29077 V
BSG Code: NSHG

Capacity of 56 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29077 V’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29083

Details: wagon ‘NGMA 29083 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29083 B’

NGMA 29086

Details: wagon ‘NGMA 29086 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29086 U
BSG Code: NSHG

Capacity of 56 tonnes

04.06.1991 Repair ‘VEHICLE RECLASSIFY’.
04.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29086 U’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29088

Details: wagon ‘NGMA 29088 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29088 P
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29088 P’

NGMA 29089

Details: wagon ‘NGMA 29089 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29089 B
BSG Code: NSHZ

Capacity of 56 tonnes

10.07.1991 Repair ‘VEHICLE RECLASSIFY’.
10.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29089 B’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29090

Details: wagon ‘NGMA 29090 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29090 U
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29090 U’

NGMA 29092

Details: wagon ‘NGMA 29092 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29092 P
BSG Code: NSHG

Capacity of 56 tonnes

22.07.1992 Repair ‘VEHICLE RECLASSIFY’.
22.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29092 P’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29093

Details: wagon ‘NGMA 29093 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29093 B
BSG Code: NSHG

Capacity of 56 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29093 B’

NGMA 29097

Details: wagon ‘NGMA 29097 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF29097 Y
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29097 Y’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29100

Details: wagon ‘NGMA 29100 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29100 B
BSG Code: NSHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29100 B’

NGMA 29101

Details: wagon ‘NGMA 29101 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29101 K’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29103

Details: wagon ‘NGMA 29103 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29103 F
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29103 F’

NGMA 29107

Details: wagon ‘NGMA 29107 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29107 S
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29107 S’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29109

Details: wagon ‘NGMA 29109 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29109 N
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29109 N’

NGMA 29112

Details: wagon ‘NGMA 29112 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29112 E
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29112 E’

7890



2.416. Wagon classification starting with ‘NGM’

NGMA 29113

Details: wagon ‘NGMA 29113 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

14.05.1993 Repair ‘VEHICLE RECLASSIFY’.
14.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29113 N’

NGMA 29124

Details: wagon ‘NGMA 29124 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29124 H
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29124 H’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29130

Details: wagon ‘NGMA 29130 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29130 C
BSG Code: NSHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29130 C’

NGMA 29134

Details: wagon ‘NGMA 29134 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29134 P
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29134 P’

7892



2.416. Wagon classification starting with ‘NGM’

NGMA 29135

Details: wagon ‘NGMA 29135 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29135 B
BSG Code: NSHG

Capacity of 56 tonnes

03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29135 B’

NGMA 29136

Details: wagon ‘NGMA 29136 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29136 K
BSG Code: NSHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29136 K’

7893



2. TIMS GROUP INFORMATION - WAGONS

NGMA 29139

Details: wagon ‘NGMA 29139 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29139 Y
BSG Code: NSHG

Capacity of 56 tonnes

28.01.1993 Repair ‘VEHICLE RECLASSIFY’.
28.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29139 Y’

NGMA 29140

Details: wagon ‘NGMA 29140 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29140 K
BSG Code: NSHZ

Capacity of 56 tonnes

19.06.1991 Repair ‘VEHICLE RECLASSIFY’.
19.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29140 K’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29143

Details: wagon ‘NGMA 29143 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29143 Y
BSG Code: NSHG

Capacity of 46 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29143 Y’

NGMA 29149

Details: wagon ‘NGMA 29149 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29149 W’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29150

Details: wagon ‘NGMA 29150 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29150 S
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29150 S’

NGMA 29151

Details: wagon ‘NGMA 29151 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29151 E
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29151 E’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29153

Details: wagon ‘NGMA 29153 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29153 W
BSG Code: NSHZ

Capacity of 56 tonnes

17.04.1993 Repair ‘VEHICLE RECLASSIFY’.
17.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29153 W’

NGMA 29155

Details: wagon ‘NGMA 29155 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29155 R
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29155 R’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29156

Details: wagon ‘NGMA 29156 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29156 D
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29156 D’

NGMA 29169

Details: wagon ‘NGMA 29169 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF29169P
BSG Code: NSHG

Capacity of 46 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29169 P’

7898



2.416. Wagon classification starting with ‘NGM’

NGMA 29176

Details: wagon ‘NGMA 29176 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

26.01.1994 Repair ‘VEHICLE RECLASSIFY’.
26.01.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29176 T’

NGMA 29180

Details: wagon ‘NGMA 29180 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF29180T
BSG Code: NSHZ

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29180 T’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29182

Details: wagon ‘NGMA 29182 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29182 Y
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29182 Y’

NGMA 29183

Details: wagon ‘NGMA 29183 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29183 A
BSG Code: NSHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29183 A’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29184

Details: wagon ‘NGMA 29184 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF29184J
BSG Code: NSHZ

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29184 J’

NGMA 29185

Details: wagon ‘NGMA 29185 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29185 S
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29185 S’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29186

Details: wagon ‘NGMA 29186 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29186 E
BSG Code: NSHG

Capacity of 56 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29186 E’

NGMA 29187

Details: wagon ‘NGMA 29187 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29187 N
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29187 N’

7902



2.416. Wagon classification starting with ‘NGM’

NGMA 29188

Details: wagon ‘NGMA 29188 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29188 W
BSG Code: NSHG

Capacity of 46 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29188 W’

NGMA 29190

Details: wagon ‘NGMA 29190 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29190 E
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29190 E’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29191

Details: wagon ‘NGMA 29191 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29191 N
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29191 N’

NGMA 29192

Details: wagon ‘NGMA 29192 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29192 W’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29195

Details: wagon ‘NGMA 29195 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29195 D
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29195 D’

NGMA 29198

Details: wagon ‘NGMA 29198 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29198 H
BSG Code: NSHZ

Capacity of 56 tonnes

17.07.1991 Repair ‘VEHICLE RECLASSIFY’.
17.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29198 H’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29199

Details: wagon ‘NGMA 29199 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29199 Q
BSG Code: NSHZ

Capacity of 56 tonnes

29.05.1993 Repair ‘VEHICLE RECLASSIFY’.
29.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29199 Q’

NGMA 29200

Details: wagon ‘NGMA 29200 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29200 X’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29201

Details: wagon ‘NGMA 29201 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29201 R
BSG Code: NSHZ

Capacity of 56 tonnes

30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29201 R’

NGMA 29208

Details: wagon ‘NGMA 29208 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29208 L
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29208 L’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29209

Details: wagon ‘NGMA 29209 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29209 U
BSG Code: NSHG

Capacity of 56 tonnes

07.11.1992 Repair ‘VEHICLE RECLASSIFY’.
07.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29209 U’

NGMA 29211

Details: wagon ‘NGMA 29211 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29211 C
BSG Code: NSHG

Capacity of 56 tonnes

10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29211 C’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29212

Details: wagon ‘NGMA 29212 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29212 L
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29212 L’

NGMA 29213

Details: wagon ‘NGMA 29213 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF29213U
BSG Code: NSHG

Capacity of 56 tonnes

21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
21.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29213 U’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29215

Details: wagon ‘NGMA 29215 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29215 P
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29215 P’

NGMA 29218

Details: wagon ‘NGMA 29218 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29218 T
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29218 T’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29221

Details: wagon ‘NGMA 29221 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29221 K
BSG Code: NSHZ

Capacity of 56 tonnes

03.08.1991 Repair ‘VEHICLE RECLASSIFY’.
03.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29221 K’

NGMA 29230

Details: wagon ‘NGMA 29230 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29230 J
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29230 J’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29231

Details: wagon ‘NGMA 29231 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29231 S
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29231 S’

NGMA 29234

Details: wagon ‘NGMA 29234 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29234 W
BSG Code: NSHG

Capacity of 56 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29234 W’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29235

Details: wagon ‘NGMA 29235 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29235 X
BSG Code: NSHG

Capacity of 56 tonnes

12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29235 X’

NGMA 29236

Details: wagon ‘NGMA 29236 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29236 R
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29236 R’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29237

Details: wagon ‘NGMA 29237 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29237 D
BSG Code: NSHG

Capacity of 56 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29237 D’

NGMA 29238

Details: wagon ‘NGMA 29238 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29238 M
BSG Code: NSHZ

Capacity of 56 tonnes

30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29238 M’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29241

Details: wagon ‘NGMA 29241 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29241 D
BSG Code: NSHG

Capacity of 56 tonnes

12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29241 D’

NGMA 29242

Details: wagon ‘NGMA 29242 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29242 M
BSG Code: NSHG

Capacity of 56 tonnes

09.05.1992 Repair ‘VEHICLE RECLASSIFY’.
09.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29242 M’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29245

Details: wagon ‘NGMA 29245 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29245 Q
BSG Code: NSHZ

Capacity of 56 tonnes

07.08.1993 Repair ‘VEHICLE RECLASSIFY’.
07.08.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29245 Q’

NGMA 29247

Details: wagon ‘NGMA 29247 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29247 L
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29247 L’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29249

Details: wagon ‘NGMA 29249 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29249 G
BSG Code: NSHG

Capacity of 56 tonnes

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29249 G’

NGMA 29250

Details: wagon ‘NGMA 29250 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29250 C
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29250 C’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29254

Details: wagon ‘NGMA 29254 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29254 P
BSG Code: NSHZ

Capacity of 56 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29254 P’

NGMA 29255

Details: wagon ‘NGMA 29255 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF 29255 J
BSG Code: NSHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29255 J’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29258

Details: wagon ‘NGMA 29258 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29258 F
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29258 F’

NGMA 29260

Details: wagon ‘NGMA 29260 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29260 K
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29260 K’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29263

Details: wagon ‘NGMA 29263 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29263 Y
BSG Code: NSHZ

Capacity of 56 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29263 Y’

NGMA 29264

Details: wagon ‘NGMA 29264 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF29264A
BSG Code: NSHZ

Capacity of 56 tonnes

23.08.1991 Repair ‘VEHICLE RECLASSIFY’.
23.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29264 A’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29266

Details: wagon ‘NGMA 29266 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29266 S
BSG Code: NSHZ

Capacity of 56 tonnes

02.08.1991 Repair ‘VEHICLE RECLASSIFY’.
02.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29266 S’

NGMA 29276

Details: wagon ‘NGMA 29276 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29276 D
BSG Code: NSHG

Capacity of 46 tonnes

07.02.1990 Repair ‘VEHICLE RECLASSIFY’.
07.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29276 D’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29277

Details: wagon ‘NGMA 29277 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29277 M
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29277 M’

NGMA 29285

Details: wagon ‘NGMA 29285 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMF 29285C
BSG Code: NSHZ

Capacity of 56 tonnes

31.07.1991 Repair ‘VEHICLE RECLASSIFY’.
31.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29285 C’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29286

Details: wagon ‘NGMA 29286 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29286 L
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29286 L’

NGMA 29289

Details: wagon ‘NGMA 29289 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29289 P
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29289 P’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29290

Details: wagon ‘NGMA 29290 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29290 L
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29290 L’

NGMA 29293

Details: wagon ‘NGMA 29293 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29293 P
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29293 P’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29297

Details: wagon ‘NGMA 29297 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29297 F
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29297 F’

NGMA 29298

Details: wagon ‘NGMA 29298 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29298 Y
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29298 Y’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29303

Details: wagon ‘NGMA 29303 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29303 T
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29303 T’

NGMA 29306

Details: wagon ‘NGMA 29306 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29306 A
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29306 A’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29310

Details: wagon ‘NGMA 29310 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29310 A
BSG Code: NSHG

Capacity of 56 tonnes

06.08.1991 Repair ‘VEHICLE RECLASSIFY’.
06.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29310 A’

NGMA 29313

Details: wagon ‘NGMA 29313 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29313 E
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29313 E’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29314

Details: wagon ‘NGMA 29314 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF 29314 V
BSG Code: NSHZ

Capacity of 56 tonnes

08.06.1991 Repair ‘VEHICLE RECLASSIFY’.
08.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29314 V’

NGMA 29315

Details: wagon ‘NGMA 29315 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29315 W
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29315 W’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29323

Details: wagon ‘NGMA 29323 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29323 M
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29323 M’

NGMA 29328

Details: wagon ‘NGMA 29328 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29328 L
BSG Code: NSHG

Capacity of 56 tonnes

06.05.1991 Repair ‘VEHICLE RECLASSIFY’.
06.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29328 L’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29329

Details: wagon ‘NGMA 29329 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29329 U
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29329 U’

NGMA 29334

Details: wagon ‘NGMA 29334 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29334 G
BSG Code: NSHG

Capacity of 46 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29334 G’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29345

Details: wagon ‘NGMA 29345 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29345 A’

NGMA 29349

Details: wagon ‘NGMA 29349 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29349 N
BSG Code: NSHG

Capacity of 56 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29349 N’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29380

Details: wagon ‘NGMA 29380 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29380 K
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29380 K’

NGMA 29381

Details: wagon ‘NGMA 29381 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29381 T
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29381 T’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29386

Details: wagon ‘NGMA 29386 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29386 S
BSG Code: NSHG

Capacity of 56 tonnes

10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29386 S’

NGMA 29391

Details: wagon ‘NGMA 29391 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29391 E
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29391 E’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 29395

Details: wagon ‘NGMA 29395 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29395 R
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29395 R’

NGMA 29412

Details: wagon ‘NGMA 29412 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 29412 C
BSG Code: NSHZ

Capacity of 56 tonnes

08.07.1991 Repair ‘VEHICLE RECLASSIFY’.
08.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29412 C’
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2.416. Wagon classification starting with ‘NGM’

NGMA 29422

Details: wagon ‘NGMA 29422 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 29422 K
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 29422 K’

NGMA 32008

Details: wagon ‘NGMA 32008 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32008 G
BSG Code: NSHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32008 G’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32013

Details: wagon ‘NGMA 32013 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32013 P
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32013 P’

NGMA 32014

Details: wagon ‘NGMA 32014 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32014 B
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32014 B’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32015

Details: wagon ‘NGMA 32015 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32015 K’

NGMA 32024

Details: wagon ‘NGMA 32024 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32024 J
BSG Code: NSHG

Capacity of 46 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32024 J’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32031

Details: wagon ‘NGMA 32031 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32031 N
BSG Code: NSHG

Capacity of 46 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32031 N’

NGMA 32033

Details: wagon ‘NGMA 32033 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32033 X
BSG Code: NSHZ

Capacity of 56 tonnes

30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32033 X’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32034

Details: wagon ‘NGMA 32034 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32034 R
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32034 R’

NGMA 32038

Details: wagon ‘NGMA 32038 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32038 H
BSG Code: NSHG

Capacity of 56 tonnes

04.06.1991 Repair ‘VEHICLE RECLASSIFY’.
04.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32038 H’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32056

Details: wagon ‘NGMA 32056 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32056 F
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32056 F’

NGMA 32061

Details: wagon ‘NGMA 32061 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32061 Y
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32061 Y’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32076

Details: wagon ‘NGMA 32076 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32076 V
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32076 V’

NGMA 32084

Details: wagon ‘NGMA 32084 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32084 L
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32084 L’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32087

Details: wagon ‘NGMA 32087 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32087 P
BSG Code: NSHG

Capacity of 56 tonnes

18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32087 P’

NGMA 32089

Details: wagon ‘NGMA 32089 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32089 K
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32089 K’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32090

Details: wagon ‘NGMA 32090 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32090 G
BSG Code: NSHG

Capacity of 56 tonnes

06.03.1992 Repair ‘VEHICLE RECLASSIFY’.
06.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32090 G’

NGMA 32091

Details: wagon ‘NGMA 32091 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32091 P
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32091 P’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32092

Details: wagon ‘NGMA 32092 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32092 B
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32092 B’

NGMA 32095

Details: wagon ‘NGMA 32095 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32095 F
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32095 F’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32096

Details: wagon ‘NGMA 32096 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32096 Y
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32096 Y’

NGMA 32098

Details: wagon ‘NGMA 32098 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32098 J
BSG Code: NSHG

Capacity of 56 tonnes

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32098 J’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32099

Details: wagon ‘NGMA 32099 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32099 S
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32099 S’

NGMA 32101

Details: wagon ‘NGMA 32101 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 32101 T
BSG Code: NSHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32101 T’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32102

Details: wagon ‘NGMA 32102 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32102 F
BSG Code: NSHG

Capacity of 56 tonnes

06.03.1992 Repair ‘VEHICLE RECLASSIFY’.
06.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32102 F’

NGMA 32104

Details: wagon ‘NGMA 32104 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NMGA32104
BSG Code: NSHZ

Capacity of 56 tonnes

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32104 A’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32106

Details: wagon ‘NGMA 32106 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 32106 S
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32106 S’

NGMA 32107

Details: wagon ‘NGMA 32107 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 32107 M
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 32107 M’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32108

Details: wagon ‘NGMA 32108 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32108 N
BSG Code: NSHG

Capacity of 46 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32108 N’

NGMA 32111

Details: wagon ‘NGMA 32111 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32111 E
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32111 E’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32112

Details: wagon ‘NGMA 32112 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32112
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 32112 V’

NGMA 32116

Details: wagon ‘NGMA 32116 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32116 D
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32116 D’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32117

Details: wagon ‘NGMA 32117 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32117 M
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32117 M’

NGMA 32119

Details: wagon ‘NGMA 32119 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32119 H
BSG Code: NSHG

Capacity of 56 tonnes

27.06.1992 Repair ‘VEHICLE RECLASSIFY’.
27.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32119 H’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32121

Details: wagon ‘NGMA 32121 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32121 M
BSG Code: NSHG

Capacity of 56 tonnes

09.02.1991 Repair ‘VEHICLE RECLASSIFY’.
09.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32121 M’

NGMA 32122

Details: wagon ‘NGMA 32122 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32122 V
BSG Code: NSHG

Capacity of 46 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32122 V’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32123

Details: wagon ‘NGMA 32123 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 32123 H
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32123 H’

NGMA 32124

Details: wagon ‘NGMA 32124 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32124 Q
BSG Code: NSHG

Capacity of 56 tonnes

10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32124 Q’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32126

Details: wagon ‘NGMA 32126 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32126 L
BSG Code: NSHZ

Capacity of 56 tonnes

30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32126 L’

NGMA 32127

Details: wagon ‘NGMA 32127 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32127 U
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32127 U’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32130

Details: wagon ‘NGMA 32130 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32130 L
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32130 L’

NGMA 32131

Details: wagon ‘NGMA 32131 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32131 U
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32131 U’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32134

Details: wagon ‘NGMA 32134 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32134 B
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32134 B’

NGMA 32135

Details: wagon ‘NGMA 32135 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32135 K
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32135 K’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32136

Details: wagon ‘NGMA 32136 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32136 T
BSG Code: NSHG

Capacity of 56 tonnes

09.05.1992 Repair ‘VEHICLE RECLASSIFY’.
09.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32136 T’

NGMA 32137

Details: wagon ‘NGMA 32137 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32137 F
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32137 F’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32138

Details: wagon ‘NGMA 32138 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32138 Y
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32138 Y’

NGMA 32139

Details: wagon ‘NGMA 32139 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32139 A
BSG Code: NSHG

Capacity of 56 tonnes

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32139 A’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32140

Details: wagon ‘NGMA 32140 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32140 T
BSG Code: NSHG

Capacity of 56 tonnes

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32140 T’

NGMA 32142

Details: wagon ‘NGMA 32142 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1969
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32142 Y
BSG Code: NSHG

Capacity of 46 tonnes

25.02.1990 Repair ‘VEHICLE RECLASSIFY’.
25.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32142 Y’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32143

Details: wagon ‘NGMA 32143 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32143 A
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32143 A’

NGMA 32147

Details: wagon ‘NGMA 32147 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 32147 N
BSG Code: NSHZ

Capacity of 56 tonnes

27.05.1991 Repair ‘VEHICLE RECLASSIFY’.
27.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32147 N’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32149

Details: wagon ‘NGMA 32149 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32149 X
BSG Code: NSHG

Capacity of 56 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32149 X’

NGMA 32150

Details: wagon ‘NGMA 32150 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32150 E’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32152

Details: wagon ‘NGMA 32152 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32152 W
BSG Code: NSHG

Capacity of 56 tonnes

24.02.1993 Repair ‘VEHICLE RECLASSIFY’.
24.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32152 W’

NGMA 32153

Details: wagon ‘NGMA 32153 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32153 X
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32153 X’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32154

Details: wagon ‘NGMA 32154 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32154 R
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32154 R’

NGMA 32158

Details: wagon ‘NGMA 32158 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 32158 H
BSG Code: NSHZ

Capacity of 56 tonnes

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32158 H’
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2. TIMS GROUP INFORMATION - WAGONS

NGMA 32161

Details: wagon ‘NGMA 32161 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMA
BSG Code: NSHZ

Capacity of 56 tonnes

20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32161 V’

NGMA 32162

Details: wagon ‘NGMA 32162 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32162 H
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32162 H’
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2.416. Wagon classification starting with ‘NGM’

NGMA 32163

Details: wagon ‘NGMA 32163 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32163 Q
BSG Code: NSHG

Capacity of 46 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32163 Q’

NGMA 32174

Details: wagon ‘NGMA 32174 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

26.01.1994 Repair ‘VEHICLE RECLASSIFY’.
26.01.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32174 K’
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NGMA 32193

Details: wagon ‘NGMA 32193 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32193 R
BSG Code: NSHG

Capacity of 56 tonnes

02.10.1991 Repair ‘VEHICLE RECLASSIFY’.
02.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32193 R’

NGMA 32205

Details: wagon ‘NGMA 32205 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32205 Q’
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NGMA 32206

Details: wagon ‘NGMA 32206 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32206 C
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32206 C’

NGMA 32216

Details: wagon ‘NGMA 32216 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF32216K
BSG Code: NSHG

Capacity of 56 tonnes

08.10.1990 Repair ‘VEHICLE RECLASSIFY’.
08.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32216 K’
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NGMA 32218

Details: wagon ‘NGMA 32218 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32218 F
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32218 F’

NGMA 32236

Details: wagon ‘NGMA 32236 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

14.05.1993 Repair ‘VEHICLE RECLASSIFY’.
14.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32236 D’
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NGMA 32261

Details: wagon ‘NGMA 32261 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32261 F
BSG Code: NSHG

Capacity of 46 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32261 F’

NGMA 32265

Details: wagon ‘NGMA 32265 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32265 S
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32265 S’
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NGMA 32273

Details: wagon ‘NGMA 32273 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGMF
BSG Code: NSHZ

Capacity of 56 tonnes

26.11.1991 Repair ‘VEHICLE RECLASSIFY’.
26.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32273 X’

NGMA 32367

Details: wagon ‘NGMA 32367 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32367 U
BSG Code: NSHG

Capacity of 56 tonnes

03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32367 U’
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NGMA 32391

Details: wagon ‘NGMA 32391 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32391 N
BSG Code: NSHG

Capacity of 56 tonnes

06.05.1991 Repair ‘VEHICLE RECLASSIFY’.
06.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32391 N’

NGMA 32398

Details: wagon ‘NGMA 32398 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32398 H
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32398 H’
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NGMA 32401

Details: wagon ‘NGMA 32401 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32401 R
BSG Code: NSHZ

Capacity of 56 tonnes

13.03.1993 Repair ‘VEHICLE RECLASSIFY’.
13.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32401 R’

NGMA 32402

Details: wagon ‘NGMA 32402 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGMF 32402 D
BSG Code: NSHZ

Capacity of 56 tonnes

18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32402 D’
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NGMA 32484

Details: wagon ‘NGMA 32484 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32484 Q
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32484 Q’

NGMA 32523

Details: wagon ‘NGMA 32523 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32523 M
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32523 M’
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NGMA 32531

Details: wagon ‘NGMA 32531 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32531 C
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32531 C’

NGMA 32538

Details: wagon ‘NGMA 32538 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32538 T
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32538 T’
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NGMA 32560

Details: wagon ‘NGMA 32560 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32560 R
BSG Code: NSHG

Capacity of 56 tonnes

10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32560 R’

NGMA 32657

Details: wagon ‘NGMA 32657 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.1m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32657 K
BSG Code: NSHG

Capacity of 46 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32657 K’
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NGMA 32737

Details: wagon ‘NGMA 32737 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32737 B
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32737 B’

NGMA 32743

Details: wagon ‘NGMA 32743 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGMF 32743 T
BSG Code: NSHG

Capacity of 46 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGMF 32743 T’
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NGMF 28629

07.10.1989 Reclassified from wagon ‘NGMF 28629 M’ to ’ wagon ‘NGMA 28629 P’.

NGMF 28631

Details: wagon ‘NGMF 28631 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28632

26.11.1991 Reclassified from wagon ‘NGMF 28632 D’ to ’ wagon ‘NGMA 28632 G’.

NGMF 28634

17.04.1990 Reclassified from wagon ‘NGMF 28634 V’ to ’ wagon ‘NGMA 28634 B’.

NGMF 28637

07.10.1989 Reclassified from wagon ‘NGMF 28637 C’ to ’ wagon ‘NGMA 28637 F’.

NGMF 28639

07.10.1989 Reclassified from wagon ‘NGMF 28639 U’ to ’ wagon ‘NGMA 28639 A’.

NGMF 28643

07.10.1989 Reclassified from wagon ‘NGMF 28643 U’ to ’ wagon ‘NGMA 28643 A’.

NGMF 28645

07.10.1989 Reclassified from wagon ‘NGMF 28645 P’ to ’ wagon ‘NGMA 28645 S’.
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NGMF 28648

24.03.1993 Reclassified from wagon ‘NGMF 28648 T’ to ’ wagon ‘NGMA 28648 W’.

NGMF 28650

07.10.1989 Reclassified from wagon ‘NGMF 28650 B’ to ’ wagon ‘NGMA 28650 E’.

NGMF 28651

07.10.1989 Reclassified from wagon ‘NGMF 28651 K’ to ’ wagon ‘NGMA 28651 N’.

NGMF 28654

08.10.1990 Reclassified from wagon ‘NGMF 28654 Y’ to ’ wagon ‘NGMA 28654 R’.

NGMF 28656

26.02.1993 Reclassified from wagon ‘NGMF 28656 J’ to ’ wagon ‘NGMA 28656 M’.

NGMF 28657

Details: wagon ‘NGMF 28657 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28658

13.04.1990 Reclassified from wagon ‘NGMF 28658 E’ to ’ wagon ‘NGMA 28658 H’.

NGMF 28659

13.04.1990 Reclassified from wagon ‘NGMF 28659 N’ to ’ wagon ‘NGMA 28659 Q’.
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NGMF 28660

07.10.1989 Reclassified from wagon ‘NGMF 28660 J’ to ’ wagon ‘NGMA 28660 M’.

NGMF 28666

07.10.1989 Reclassified from wagon ‘NGMF 28666 R’ to ’ wagon ‘NGMA 28666 U’.

NGMF 28667

16.08.1991 Reclassified from wagon ‘NGMF 28667 D’ to ’ wagon ‘NGMA 28667 G’.

NGMF 28668

Details: wagon ‘NGMF 28668 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28670

29.06.1991 Reclassified from wagon ‘NGMF 28670 R’ to ’ wagon ‘NGMA 28670 U’.

NGMF 28672

17.04.1990 Reclassified from wagon ‘NGMF 28672 M’ to ’ wagon ‘NGMA 28672 P’.

NGMF 28673

24.12.1991 Reclassified from wagon ‘NGMF 28673 V’ to ’ wagon ‘NGMA 28673 B’.

NGMF 28675

28.01.1993 Reclassified from wagon ‘NGMF 28675 Q’ to ’ wagon ‘NGMA 28675 T’.
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NGMF 28679

07.02.1990 Reclassified from wagon ‘NGMF 28679 G’ to ’ wagon ‘NGMA 28679 J’.

NGMF 28680

07.10.1989 Reclassified from wagon ‘NGMF 28680 C’ to ’ wagon ‘NGMA 28680 F’.

NGMF 28684

Details: wagon ‘NGMF 28684 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28686

07.10.1989 Reclassified from wagon ‘NGMF 28686 K’ to ’ wagon ‘NGMA 28686 N’.

NGMF 28689

07.10.1989 Reclassified from wagon ‘NGMF 28689 Y’ to ’ wagon ‘NGMA 28689 R’.

NGMF 28694

07.10.1989 Reclassified from wagon ‘NGMF 28694 A’ to ’ wagon ‘NGMA 28694 D’.

NGMF 28695

06.06.1991 Reclassified from wagon ‘NGMF 28695 J’ to ’ wagon ‘NGMA 28695 M’.

NGMF 28697

17.04.1990 Reclassified from wagon ‘NGMF 28697 E’ to ’ wagon ‘NGMA 28697 H’.
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NGMF 28700

07.10.1989 Reclassified from wagon ‘NGMF 28700 Y’ to ’ wagon ‘NGMA 28700 R’.

NGMF 28704

Details: wagon ‘NGMF 28704 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28706

24.12.1991 Reclassified from wagon ‘NGMF 28706 W’ to ’ wagon ‘NGMA 28706 C’.

NGMF 28708

Details: wagon ‘NGMF 28708 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 28709

07.10.1989 Reclassified from wagon ‘NGMF 28709 D’ to ’ wagon ‘NGMA 28709 G’.

NGMF 28714

07.10.1989 Reclassified from wagon ‘NGMF 28714 M’ to ’ wagon ‘NGMA 28714 P’.

NGMF 28722

07.10.1989 Reclassified from wagon ‘NGMF 28722 C’ to ’ wagon ‘NGMA 28722 F’.

NGMF 28724

14.06.1994 Reclassified from wagon ‘NGMF 28724 U’ to ’ wagon ‘NGMA 28724 A’.

NGMF 28727

Details: wagon ‘NGMF 28727 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28728

07.10.1989 Reclassified from wagon ‘NGMF 28728 K’ to ’ wagon ‘NGMA 28728 N’.

NGMF 28729

07.10.1989 Reclassified from wagon ‘NGMF 28729 T’ to ’ wagon ‘NGMA 28729 W’.

NGMF 28730

12.12.1989 Reclassified from wagon ‘NGMF 28730 P’ to ’ wagon ‘NGMA 28730 S’.
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NGMF 28733

Details: wagon ‘NGMF 28733 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28739

Details: wagon ‘NGMF 28739 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28740

Details: wagon ‘NGMF 28740 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28743

16.08.1991 Reclassified from wagon ‘NGMF 28743 E’ to ’ wagon ‘NGMA 28743 H’.

NGMF 28745

Details: wagon ‘NGMF 28745 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28746

07.10.1989 Reclassified from wagon ‘NGMF 28746 X’ to ’ wagon ‘NGMA 28746 L’.

NGMF 28752

26.05.1993 Reclassified from wagon ‘NGMF 28752 D’ to ’ wagon ‘NGMA 28752 G’.

NGMF 28753

03.10.1991 Reclassified from wagon ‘NGMF 28753 M’ to ’ wagon ‘NGMA 28753 P’.
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NGMF 28757

Details: wagon ‘NGMF 28757 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28767

Details: wagon ‘NGMF 28767 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28768

07.10.1989 Reclassified from wagon ‘NGMF 28768 T’ to ’ wagon ‘NGMA 28768 W’.

NGMF 28770

10.10.1989 Reclassified from wagon ‘NGMF 28770 B’ to ’ wagon ‘NGMA 28770 E’.
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NGMF 28771

Details: wagon ‘NGMF 28771 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28772

Details: wagon ‘NGMF 28772 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28774

10.10.1989 Reclassified from wagon ‘NGMF 28774 Y’ to ’ wagon ‘NGMA 28774 R’.

NGMF 28775

10.10.1989 Reclassified from wagon ‘NGMF 28775 A’ to ’ wagon ‘NGMA 28775 D’.
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NGMF 28779

10.10.1989 Reclassified from wagon ‘NGMF 28779 N’ to ’ wagon ‘NGMA 28779 Q’.

NGMF 28787

10.10.1989 Reclassified from wagon ‘NGMF 28787 D’ to ’ wagon ‘NGMA 28787 G’.

NGMF 28788

13.04.1990 Reclassified from wagon ‘NGMF 28788 M’ to ’ wagon ‘NGMA 28788 P’.

NGMF 28791

Details: wagon ‘NGMF 28791 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28792

17.04.1990 Reclassified from wagon ‘NGMF 28792 M’ to ’ wagon ‘NGMA 28792 P’.

NGMF 28794

13.04.1990 Reclassified from wagon ‘NGMF 28794 H’ to ’ wagon ‘NGMA 28794 K’.

NGMF 28797

12.01.1993 Reclassified from wagon ‘NGMF 28797 L’ to ’ wagon ‘NGMA 28797 Y’.

NGMF 28803

Details: wagon ‘NGMF 28803 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28805

10.10.1989 Reclassified from wagon ‘NGMF 28805 U’ to ’ wagon ‘NGMA 28805 A’.

NGMF 28806

07.02.1990 Reclassified from wagon ‘NGMF 28806 G’ to ’ wagon ‘NGMA 28806 J’.

NGMF 28808

10.04.1992 Reclassified from wagon ‘NGMF 28808 B’ to ’ wagon ‘NGMA 28808 E’.

NGMF 28809

Details: wagon ‘NGMF 28809 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28822

13.04.1990 Reclassified from wagon ‘NGMF 28822 J’ to ’ wagon ‘NGMA 28822 M’.
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NGMF 28829

10.10.1989 Reclassified from wagon ‘NGMF 28829 D’ to ’ wagon ‘NGMA 28829 G’.

NGMF 28831

Details: wagon ‘NGMF 28831 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28833

10.10.1989 Reclassified from wagon ‘NGMF 28833 D’ to ’ wagon ‘NGMA 28833 G’.

NGMF 28834

03.06.1991 Reclassified from wagon ‘NGMF 28834 M’ to ’ wagon ‘NGMA 28834 P’.

NGMF 28835

Details: wagon ‘NGMF 28835 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGMF 28837

Details: wagon ‘NGMF 28837 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28838

10.10.1989 Reclassified from wagon ‘NGMF 28838 C’ to ’ wagon ‘NGMA 28838 F’.

NGMF 28840

25.09.1990 Reclassified from wagon ‘NGMF 28840 H’ to ’ wagon ‘NGMA 28840 K’.

NGMF 28842

09.08.1991 Reclassified from wagon ‘NGMF 28842 C’ to ’ wagon ‘NGMA 28842 F’.

NGMF 28845

26.10.1990 Reclassified from wagon ‘NGMF 28845 G’ to ’ wagon ‘NGMA 28845 J’.

NGMF 28846

03.10.1991 Reclassified from wagon ‘NGMF 28846 P’ to ’ wagon ‘NGMA 28846 S’.

NGMF 28848

21.09.1991 Reclassified from wagon ‘NGMF 28848 K’ to ’ wagon ‘NGMA 28848 N’.

NGMF 28850

10.10.1989 Reclassified from wagon ‘NGMF 28850 P’ to ’ wagon ‘NGMA 28850 S’.
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NGMF 28853

26.02.1993 Reclassified from wagon ‘NGMF 28853 T’ to ’ wagon ‘NGMA 28853 W’.

NGMF 28854

21.03.1992 Reclassified from wagon ‘NGMF 28854 F’ to ’ wagon ‘NGMA 28854 X’.

NGMF 28855

Details: wagon ‘NGMF 28855 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28856

10.10.1989 Reclassified from wagon ‘NGMF 28856 A’ to ’ wagon ‘NGMA 28856 D’.

NGMF 28858

10.04.1992 Reclassified from wagon ‘NGMF 28858 S’ to ’ wagon ‘NGMA 28858 V’.

NGMF 28864

05.06.1993 Reclassified from wagon ‘NGMF 28864 N’ to ’ wagon ‘NGMA 28864 Q’.

NGMF 28868

Details: wagon ‘NGMF 28868 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28870

Details: wagon ‘NGMF 28870 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28873

Details: wagon ‘NGMF 28873 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 28876

21.03.1992 Reclassified from wagon ‘NGMF 28876 Q’ to ’ wagon ‘NGMA 28876 T’.

NGMF 28879

25.09.1990 Reclassified from wagon ‘NGMF 28879 U’ to ’ wagon ‘NGMA 28879 A’.

NGMF 28881

10.11.1993 Reclassified from wagon ‘NGMF 28881 C’ to ’ wagon ‘NGMA 28881 F’.

NGMF 28886

10.10.1989 Reclassified from wagon ‘NGMF 28886 B’ to ’ wagon ‘NGMA 28886 E’.

NGMF 28887

13.04.1990 Reclassified from wagon ‘NGMF 28887 K’ to ’ wagon ‘NGMA 28887 N’.

NGMF 28889

Details: wagon ‘NGMF 28889 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28890

13.04.1990 Reclassified from wagon ‘NGMF 28890 B’ to ’ wagon ‘NGMA 28890 E’.

NGMF 28892

11.10.1989 Reclassified from wagon ‘NGMF 28892 T’ to ’ wagon ‘NGMA 28892 W’.
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NGMF 28898

01.07.1993 Reclassified from wagon ‘NGMF 28898 E’ to ’ wagon ‘NGMA 28898 H’.

NGMF 28903

12.06.1991 Reclassified from wagon ‘NGMF 28903 J’ to ’ wagon ‘NGMA 28903 M’.

NGMF 28905

14.04.1990 Reclassified from wagon ‘NGMF 28905 E’ to ’ wagon ‘NGMA 28905 H’.

NGMF 28908

11.10.1989 Reclassified from wagon ‘NGMF 28908 X’ to ’ wagon ‘NGMA 28908 L’.

NGMF 28909

09.02.1991 Reclassified from wagon ‘NGMF 28909 R’ to ’ wagon ‘NGMA 28909 U’.

NGMF 28912

Details: wagon ‘NGMF 28912 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28916

02.08.1991 Reclassified from wagon ‘NGMF 28916 V’ to ’ wagon ‘NGMA 28916 B’.

NGMF 28917

21.12.1990 Reclassified from wagon ‘NGMF 28917 H’ to ’ wagon ‘NGMA 28917 K’.
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NGMF 28922

Details: wagon ‘NGMF 28922 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28928

13.04.1990 Reclassified from wagon ‘NGMF 28928 B’ to ’ wagon ‘NGMA 28928 E’.

NGMF 28929

Details: wagon ‘NGMF 28929 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28936

Details: wagon ‘NGMF 28936 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28937

14.04.1990 Reclassified from wagon ‘NGMF 28937 A’ to ’ wagon ‘NGMA 28937 D’.

NGMF 28938

06.10.1991 Reclassified from wagon ‘NGMF 28938 J’ to ’ wagon ‘NGMA 28938 M’.

NGMF 28943

11.10.1989 Reclassified from wagon ‘NGMF 28943 S’ to ’ wagon ‘NGMA 28943 V’.

NGMF 28947

06.08.1991 Reclassified from wagon ‘NGMF 28947 X’ to ’ wagon ‘NGMA 28947 L’.

NGMF 28948

17.04.1990 Reclassified from wagon ‘NGMF 28948 R’ to ’ wagon ‘NGMA 28948 U’.

NGMF 28950

11.10.1989 Reclassified from wagon ‘NGMF 28950 W’ to ’ wagon ‘NGMA 28950 C’.

NGMF 28953

29.06.1991 Reclassified from wagon ‘NGMF 28953 D’ to ’ wagon ‘NGMA 28953 G’.

NGMF 28954

Details: wagon ‘NGMF 28954 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28956

11.10.1989 Reclassified from wagon ‘NGMF 28956 H’ to ’ wagon ‘NGMA 28956 K’.

NGMF 28959

17.04.1990 Reclassified from wagon ‘NGMF 28959 L’ to ’ wagon ‘NGMA 28959 Y’.

NGMF 28962

11.10.1989 Reclassified from wagon ‘NGMF 28962 C’ to ’ wagon ‘NGMA 28962 F’.

NGMF 28967

11.10.1989 Reclassified from wagon ‘NGMF 28967 B’ to ’ wagon ‘NGMA 28967 E’.

NGMF 28978

31.10.1991 Reclassified from wagon ‘NGMF 28978 S’ to ’ wagon ‘NGMA 28978 V’.

NGMF 28986

Details: wagon ‘NGMF 28986 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28991

Details: wagon ‘NGMF 28991 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 28992

17.04.1990 Reclassified from wagon ‘NGMF 28992 D’ to ’ wagon ‘NGMA 28992 G’.

NGMF 28993

Details: wagon ‘NGMF 28993 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 28996

11.10.1989 Reclassified from wagon ‘NGMF 28996 Q’ to ’ wagon ‘NGMA 28996 T’.

NGMF 28997

Details: wagon ‘NGMF 28997 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29005

22.08.1991 Reclassified from wagon ‘NGMF 29005 Q’ to ’ wagon ‘NGMA 29005 T’.

NGMF 29007

11.10.1989 Reclassified from wagon ‘NGMF 29007 L’ to ’ wagon ‘NGMA 29007 Y’.

NGMF 29011

20.09.1991 Reclassified from wagon ‘NGMF 29011 L’ to ’ wagon ‘NGMA 29011 Y’.

NGMF 29019

07.02.1990 Reclassified from wagon ‘NGMF 29019 Y’ to ’ wagon ‘NGMA 29019 R’.

NGMF 29020

11.10.1989 Reclassified from wagon ‘NGMF 29020 K’ to ’ wagon ‘NGMA 29020 N’.

NGMF 29027

Details: wagon ‘NGMF 29027 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29029

12.06.1991 Reclassified from wagon ‘NGMF 29029 W’ to ’ wagon ‘NGMA 29029 C’.

NGMF 29031

Details: wagon ‘NGMF 29031 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29032

Details: wagon ‘NGMF 29032 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29035

11.10.1989 Reclassified from wagon ‘NGMF 29035 R’ to ’ wagon ‘NGMA 29035 U’.

NGMF 29037

11.10.1989 Reclassified from wagon ‘NGMF 29037 M’ to ’ wagon ‘NGMA 29037 P’.

NGMF 29038

Details: wagon ‘NGMF 29038 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29039

17.04.1990 Reclassified from wagon ‘NGMF 29039 H’ to ’ wagon ‘NGMA 29039 K’.

NGMF 29040

24.12.1991 Reclassified from wagon ‘NGMF 29040 D’ to ’ wagon ‘NGMA 29040 G’.

NGMF 29041

17.04.1993 Reclassified from wagon ‘NGMF 29041 M’ to ’ wagon ‘NGMA 29041 P’.

8001



2. TIMS GROUP INFORMATION - WAGONS

NGMF 29044

24.02.1993 Reclassified from wagon ‘NGMF 29044 Q’ to ’ wagon ‘NGMA 29044 T’.

NGMF 29045

11.10.1989 Reclassified from wagon ‘NGMF 29045 C’ to ’ wagon ‘NGMA 29045 F’.

NGMF 29054

11.10.1989 Reclassified from wagon ‘NGMF 29054 B’ to ’ wagon ‘NGMA 29054 E’.

NGMF 29057

11.10.1989 Reclassified from wagon ‘NGMF 29057 F’ to ’ wagon ‘NGMA 29057 X’.

NGMF 29058

03.10.1991 Reclassified from wagon ‘NGMF 29058 Y’ to ’ wagon ‘NGMA 29058 R’.

NGMF 29061

11.10.1989 Reclassified from wagon ‘NGMF 29061 F’ to ’ wagon ‘NGMA 29061 X’.

NGMF 29065

01.08.1990 Reclassified from wagon ‘NGMF 29065 S’ to ’ wagon ‘NGMA 29065 V’.

NGMF 29069

11.10.1989 Reclassified from wagon ‘NGMF 29069 X’ to ’ wagon ‘NGMA 29069 L’.

NGMF 29070

17.04.1990 Reclassified from wagon ‘NGMF 29070 E’ to ’ wagon ‘NGMA 29070 H’.

NGMF 29071

11.10.1989 Reclassified from wagon ‘NGMF 29071 N’ to ’ wagon ‘NGMA 29071 Q’.

NGMF 29072

11.10.1989 Reclassified from wagon ‘NGMF 29072 W’ to ’ wagon ‘NGMA 29072 C’.

NGMF 29073

11.10.1989 Reclassified from wagon ‘NGMF 29073 X’ to ’ wagon ‘NGMA 29073 L’.

NGMF 29076

22.07.1992 Reclassified from wagon ‘NGMF 29076 M’ to ’ wagon ‘NGMA 29076 P’.
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NGMF 29077

31.10.1991 Reclassified from wagon ‘NGMF 29077 V’ to ’ wagon ‘NGMA 29077 B’.

NGMF 29079

Details: wagon ‘NGMF 29079 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29086

04.06.1991 Reclassified from wagon ‘NGMF 29086 U’ to ’ wagon ‘NGMA 29086 A’.

NGMF 29088

11.10.1989 Reclassified from wagon ‘NGMF 29088 P’ to ’ wagon ‘NGMA 29088 S’.

NGMF 29089

10.07.1991 Reclassified from wagon ‘NGMF 29089 B’ to ’ wagon ‘NGMA 29089 E’.

NGMF 29090

17.04.1990 Reclassified from wagon ‘NGMF 29090 U’ to ’ wagon ‘NGMA 29090 A’.

NGMF 29091

Details: wagon ‘NGMF 29091 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29092

22.07.1992 Reclassified from wagon ‘NGMF 29092 P’ to ’ wagon ‘NGMA 29092 S’.

NGMF 29093

31.10.1991 Reclassified from wagon ‘NGMF 29093 B’ to ’ wagon ‘NGMA 29093 E’.

NGMF 29097

11.10.1989 Reclassified from wagon ‘NGMF 29097 Y’ to ’ wagon ‘NGMA 29097 R’.

NGMF 29100

29.06.1991 Reclassified from wagon ‘NGMF 29100 B’ to ’ wagon ‘NGMA 29100 E’.

NGMF 29101

26.03.1994 Reclassified from wagon ‘NGMF 29101 K’ to ’ wagon ‘NGMA 29101 N’.

NGMF 29103

12.06.1994 Reclassified from wagon ‘NGMF 29103 F’ to ’ wagon ‘NGMA 29103 X’.

NGMF 29107

11.10.1989 Reclassified from wagon ‘NGMF 29107 S’ to ’ wagon ‘NGMA 29107 V’.

NGMF 29109

13.04.1990 Reclassified from wagon ‘NGMF 29109 N’ to ’ wagon ‘NGMA 29109 Q’.

NGMF 29112

11.10.1989 Reclassified from wagon ‘NGMF 29112 E’ to ’ wagon ‘NGMA 29112 H’.

NGMF 29113

14.05.1993 Reclassified from wagon ‘NGMF 29113 N’ to ’ wagon ‘NGMA 29113 Q’.
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NGMF 29124

11.10.1989 Reclassified from wagon ‘NGMF 29124 H’ to ’ wagon ‘NGMA 29124 K’.

NGMF 29125

Details: wagon ‘NGMF 29125 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29130

12.07.1991 Reclassified from wagon ‘NGMF 29130 C’ to ’ wagon ‘NGMA 29130 F’.

NGMF 29133

Details: wagon ‘NGMF 29133 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 29134

11.10.1989 Reclassified from wagon ‘NGMF 29134 P’ to ’ wagon ‘NGMA 29134 S’.

NGMF 29135

03.10.1991 Reclassified from wagon ‘NGMF 29135 B’ to ’ wagon ‘NGMA 29135 E’.

NGMF 29136

12.07.1991 Reclassified from wagon ‘NGMF 29136 K’ to ’ wagon ‘NGMA 29136 N’.

NGMF 29138

Details: wagon ‘NGMF 29138 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29139

28.01.1993 Reclassified from wagon ‘NGMF 29139 Y’ to ’ wagon ‘NGMA 29139 R’.

NGMF 29140

19.06.1991 Reclassified from wagon ‘NGMF 29140 K’ to ’ wagon ‘NGMA 29140 N’.

NGMF 29143

14.04.1990 Reclassified from wagon ‘NGMF 29143 Y’ to ’ wagon ‘NGMA 29143 R’.

NGMF 29144

Details: wagon ‘NGMF 29144 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29149

11.03.1992 Reclassified from wagon ‘NGMF 29149 W’ to ’ wagon ‘NGMA 29149 C’.

NGMF 29150

11.10.1989 Reclassified from wagon ‘NGMF 29150 S’ to ’ wagon ‘NGMA 29150 V’.

NGMF 29151

13.04.1990 Reclassified from wagon ‘NGMF 29151 E’ to ’ wagon ‘NGMA 29151 H’.

NGMF 29153

17.04.1993 Reclassified from wagon ‘NGMF 29153 W’ to ’ wagon ‘NGMA 29153 C’.

NGMF 29155

11.10.1989 Reclassified from wagon ‘NGMF 29155 R’ to ’ wagon ‘NGMA 29155 U’.

NGMF 29156

17.04.1990 Reclassified from wagon ‘NGMF 29156 D’ to ’ wagon ‘NGMA 29156 G’.

NGMF 29167

Details: wagon ‘NGMF 29167 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29169

25.09.1990 Reclassified from wagon ‘NGMF 29169 P’ to ’ wagon ‘NGMA 29169 S’.

NGMF 29174

Details: wagon ‘NGMF 29174 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29176

26.01.1994 Reclassified from wagon ‘NGMF 29176 T’ to ’ wagon ‘NGMA 29176 W’.

NGMF 29177

Details: wagon ‘NGMF 29177 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29180

01.08.1991 Reclassified from wagon ‘NGMF 29180 T’ to ’ wagon ‘NGMA 29180 W’.

NGMF 29181

Details: wagon ‘NGMF 29181 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29182

11.10.1989 Reclassified from wagon ‘NGMF 29182 Y’ to ’ wagon ‘NGMA 29182 R’.

NGMF 29183

12.07.1991 Reclassified from wagon ‘NGMF 29183 A’ to ’ wagon ‘NGMA 29183 D’.

NGMF 29184

01.08.1991 Reclassified from wagon ‘NGMF 29184 J’ to ’ wagon ‘NGMA 29184 M’.

NGMF 29185

17.04.1990 Reclassified from wagon ‘NGMF 29185 S’ to ’ wagon ‘NGMA 29185 V’.
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NGMF 29186

07.02.1990 Reclassified from wagon ‘NGMF 29186 E’ to ’ wagon ‘NGMA 29186 H’.

NGMF 29187

13.04.1990 Reclassified from wagon ‘NGMF 29187 N’ to ’ wagon ‘NGMA 29187 Q’.

NGMF 29188

12.12.1989 Reclassified from wagon ‘NGMF 29188 W’ to ’ wagon ‘NGMA 29188 C’.

NGMF 29190

11.10.1989 Reclassified from wagon ‘NGMF 29190 E’ to ’ wagon ‘NGMA 29190 H’.

NGMF 29191

11.10.1989 Reclassified from wagon ‘NGMF 29191 N’ to ’ wagon ‘NGMA 29191 Q’.

NGMF 29192

26.03.1994 Reclassified from wagon ‘NGMF 29192 W’ to ’ wagon ‘NGMA 29192 C’.

NGMF 29195

11.10.1989 Reclassified from wagon ‘NGMF 29195 D’ to ’ wagon ‘NGMA 29195 G’.

NGMF 29198

17.07.1991 Reclassified from wagon ‘NGMF 29198 H’ to ’ wagon ‘NGMA 29198 K’.

NGMF 29199

29.05.1993 Reclassified from wagon ‘NGMF 29199 Q’ to ’ wagon ‘NGMA 29199 T’.

NGMF 29200

12.01.1993 Reclassified from wagon ‘NGMF 29200 X’ to ’ wagon ‘NGMA 29200 L’.

NGMF 29201

30.06.1994 Reclassified from wagon ‘NGMF 29201 R’ to ’ wagon ‘NGMA 29201 U’.

NGMF 29203

Details: wagon ‘NGMF 29203 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29208

17.04.1990 Reclassified from wagon ‘NGMF 29208 L’ to ’ wagon ‘NGMA 29208 Y’.

NGMF 29209

07.11.1992 Reclassified from wagon ‘NGMF 29209 U’ to ’ wagon ‘NGMA 29209 A’.

NGMF 29211

10.04.1992 Reclassified from wagon ‘NGMF 29211 C’ to ’ wagon ‘NGMA 29211 F’.

NGMF 29212

11.10.1989 Reclassified from wagon ‘NGMF 29212 L’ to ’ wagon ‘NGMA 29212 Y’.

NGMF 29213

21.08.1991 Reclassified from wagon ‘NGMF 29213 U’ to ’ wagon ‘NGMA 29213 A’.

NGMF 29215

12.06.1991 Reclassified from wagon ‘NGMF 29215 P’ to ’ wagon ‘NGMA 29215 S’.

NGMF 29218

11.10.1989 Reclassified from wagon ‘NGMF 29218 T’ to ’ wagon ‘NGMA 29218 W’.

NGMF 29221

03.08.1991 Reclassified from wagon ‘NGMF 29221 K’ to ’ wagon ‘NGMA 29221 N’.
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NGMF 29227

Details: wagon ‘NGMF 29227 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29230

11.10.1989 Reclassified from wagon ‘NGMF 29230 J’ to ’ wagon ‘NGMA 29230 M’.

NGMF 29231

11.10.1989 Reclassified from wagon ‘NGMF 29231 S’ to ’ wagon ‘NGMA 29231 V’.

NGMF 29234

07.02.1990 Reclassified from wagon ‘NGMF 29234 W’ to ’ wagon ‘NGMA 29234 C’.

NGMF 29235

12.09.1991 Reclassified from wagon ‘NGMF 29235 X’ to ’ wagon ‘NGMA 29235 L’.

NGMF 29236

11.10.1989 Reclassified from wagon ‘NGMF 29236 R’ to ’ wagon ‘NGMA 29236 U’.

NGMF 29237

07.02.1990 Reclassified from wagon ‘NGMF 29237 D’ to ’ wagon ‘NGMA 29237 G’.

NGMF 29238

30.06.1994 Reclassified from wagon ‘NGMF 29238 M’ to ’ wagon ‘NGMA 29238 P’.
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NGMF 29241

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29241 L’
12.09.1991 Reclassified from wagon ‘NGMF 29241 D’ to ’ wagon ‘NGMA 29241 G’.

NGMF 29242

09.05.1992 Reclassified from wagon ‘NGMF 29242 M’ to ’ wagon ‘NGMA 29242 P’.

NGMF 29245

07.08.1993 Reclassified from wagon ‘NGMF 29245 Q’ to ’ wagon ‘NGMA 29245 T’.

NGMF 29247

11.10.1989 Reclassified from wagon ‘NGMF 29247 L’ to ’ wagon ‘NGMA 29247 Y’.

NGMF 29249

21.03.1992 Reclassified from wagon ‘NGMF 29249 G’ to ’ wagon ‘NGMA 29249 J’.

NGMF 29250

11.10.1989 Reclassified from wagon ‘NGMF 29250 C’ to ’ wagon ‘NGMA 29250 F’.

NGMF 29252

Details: wagon ‘NGMF 29252 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29254

14.06.1994 Reclassified from wagon ‘NGMF 29254 P’ to ’ wagon ‘NGMA 29254 S’.
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NGMF 29258

11.10.1989 Reclassified from wagon ‘NGMF 29258 F’ to ’ wagon ‘NGMA 29258 X’.

NGMF 29260

11.10.1989 Reclassified from wagon ‘NGMF 29260 K’ to ’ wagon ‘NGMA 29260 N’.

NGMF 29263

31.08.1991 Reclassified from wagon ‘NGMF 29263 Y’ to ’ wagon ‘NGMA 29263 R’.

NGMF 29264

23.08.1991 Reclassified from wagon ‘NGMF 29264 A’ to ’ wagon ‘NGMA 29264 D’.

NGMF 29265

Details: wagon ‘NGMF 29265 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29266

02.08.1991 Reclassified from wagon ‘NGMF 29266 S’ to ’ wagon ‘NGMA 29266 V’.

NGMF 29276

07.02.1990 Reclassified from wagon ‘NGMF 29276 D’ to ’ wagon ‘NGMA 29276 G’.

NGMF 29277

11.10.1989 Reclassified from wagon ‘NGMF 29277 M’ to ’ wagon ‘NGMA 29277 P’.
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NGMF 29282

Details: wagon ‘NGMF 29282 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29284

Details: wagon ‘NGMF 29284 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29285

31.07.1991 Reclassified from wagon ‘NGMF 29285 C’ to ’ wagon ‘NGMA 29285 F’.

NGMF 29286

17.04.1990 Reclassified from wagon ‘NGMF 29286 L’ to ’ wagon ‘NGMA 29286 Y’.
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NGMF 29289

17.04.1990 Reclassified from wagon ‘NGMF 29289 P’ to ’ wagon ‘NGMA 29289 S’.

NGMF 29290

11.10.1989 Reclassified from wagon ‘NGMF 29290 L’ to ’ wagon ‘NGMA 29290 Y’.

NGMF 29292

Details: wagon ‘NGMF 29292 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29293

11.10.1989 Reclassified from wagon ‘NGMF 29293 P’ to ’ wagon ‘NGMA 29293 S’.

NGMF 29297

12.06.1991 Reclassified from wagon ‘NGMF 29297 F’ to ’ wagon ‘NGMA 29297 X’.

NGMF 29298

11.10.1989 Reclassified from wagon ‘NGMF 29298 Y’ to ’ wagon ‘NGMA 29298 R’.

NGMF 29303

11.10.1989 Reclassified from wagon ‘NGMF 29303 T’ to ’ wagon ‘NGMA 29303 W’.

NGMF 29306

11.10.1989 Reclassified from wagon ‘NGMF 29306 A’ to ’ wagon ‘NGMA 29306 D’.

8016



2.416. Wagon classification starting with ‘NGM’

NGMF 29307

Details: wagon ‘NGMF 29307 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29308

Details: wagon ‘NGMF 29308 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29310

06.08.1991 Reclassified from wagon ‘NGMF 29310 A’ to ’ wagon ‘NGMA 29310 D’.

NGMF 29313

11.10.1989 Reclassified from wagon ‘NGMF 29313 E’ to ’ wagon ‘NGMA 29313 H’.
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NGMF 29315

11.10.1989 Reclassified from wagon ‘NGMF 29315 W’ to ’ wagon ‘NGMA 29315 C’.

NGMF 29323

11.10.1989 Reclassified from wagon ‘NGMF 29323 M’ to ’ wagon ‘NGMA 29323 P’.

NGMF 29328

06.05.1991 Reclassified from wagon ‘NGMF 29328 L’ to ’ wagon ‘NGMA 29328 Y’.

NGMF 29329

17.04.1990 Reclassified from wagon ‘NGMF 29329 U’ to ’ wagon ‘NGMA 29329 A’.

NGMF 29334

14.04.1990 Reclassified from wagon ‘NGMF 29334 G’ to ’ wagon ‘NGMA 29334 J’.

NGMF 29345

01.07.1993 Reclassified from wagon ‘NGMF 29345 A’ to ’ wagon ‘NGMA 29345 D’.

NGMF 29349

31.10.1991 Reclassified from wagon ‘NGMF 29349 N’ to ’ wagon ‘NGMA 29349 Q’.

NGMF 29367

Details: wagon ‘NGMF 29367 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 29371

Details: wagon ‘NGMF 29371 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29380

11.10.1989 Reclassified from wagon ‘NGMF 29380 K’ to ’ wagon ‘NGMA 29380 N’.

NGMF 29381

11.10.1989 Reclassified from wagon ‘NGMF 29381 T’ to ’ wagon ‘NGMA 29381 W’.

NGMF 29386

10.04.1992 Reclassified from wagon ‘NGMF 29386 S’ to ’ wagon ‘NGMA 29386 V’.

NGMF 29391

11.10.1989 Reclassified from wagon ‘NGMF 29391 E’ to ’ wagon ‘NGMA 29391 H’.

NGMF 29395

11.10.1989 Reclassified from wagon ‘NGMF 29395 R’ to ’ wagon ‘NGMA 29395 U’.

NGMF 29396

Details: wagon ‘NGMF 29396 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard

8019



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 29412

08.07.1991 Reclassified from wagon ‘NGMF 29412 C’ to ’ wagon ‘NGMA 29412 F’.

NGMF 29422

11.10.1989 Reclassified from wagon ‘NGMF 29422 K’ to ’ wagon ‘NGMA 29422 N’.

NGMF 32008

29.06.1991 Reclassified from wagon ‘NGMF 32008 G’ to ’ wagon ‘NGMA 32008 J’.

NGMF 32013

11.10.1989 Reclassified from wagon ‘NGMF 32013 P’ to ’ wagon ‘NGMA 32013 S’.

NGMF 32014

11.10.1989 Reclassified from wagon ‘NGMF 32014 B’ to ’ wagon ‘NGMA 32014 E’.

NGMF 32015

01.07.1993 Reclassified from wagon ‘NGMF 32015 K’ to ’ wagon ‘NGMA 32015 N’.

NGMF 32024

12.12.1989 Reclassified from wagon ‘NGMF 32024 J’ to ’ wagon ‘NGMA 32024 M’.

NGMF 32031

14.04.1990 Reclassified from wagon ‘NGMF 32031 N’ to ’ wagon ‘NGMA 32031 Q’.

NGMF 32033

30.06.1994 Reclassified from wagon ‘NGMF 32033 X’ to ’ wagon ‘NGMA 32033 L’.

NGMF 32034

13.04.1990 Reclassified from wagon ‘NGMF 32034 R’ to ’ wagon ‘NGMA 32034 U’.
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NGMF 32038

04.06.1991 Reclassified from wagon ‘NGMF 32038 H’ to ’ wagon ‘NGMA 32038 K’.

NGMF 32056

11.10.1989 Reclassified from wagon ‘NGMF 32056 F’ to ’ wagon ‘NGMA 32056 X’.

NGMF 32061

13.04.1990 Reclassified from wagon ‘NGMF 32061 Y’ to ’ wagon ‘NGMA 32061 R’.

NGMF 32068

Details: wagon ‘NGMF 32068 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32076

11.10.1989 Reclassified from wagon ‘NGMF 32076 V’ to ’ wagon ‘NGMA 32076 B’.

NGMF 32084

13.04.1990 Reclassified from wagon ‘NGMF 32084 L’ to ’ wagon ‘NGMA 32084 Y’.

NGMF 32087

18.10.1991 Reclassified from wagon ‘NGMF 32087 P’ to ’ wagon ‘NGMA 32087 S’.

NGMF 32089

13.04.1990 Reclassified from wagon ‘NGMF 32089 K’ to ’ wagon ‘NGMA 32089 N’.
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NGMF 32090

06.03.1992 Reclassified from wagon ‘NGMF 32090 G’ to ’ wagon ‘NGMA 32090 J’.

NGMF 32091

17.04.1990 Reclassified from wagon ‘NGMF 32091 P’ to ’ wagon ‘NGMA 32091 S’.

NGMF 32092

17.04.1990 Reclassified from wagon ‘NGMF 32092 B’ to ’ wagon ‘NGMA 32092 E’.

NGMF 32094

Details: wagon ‘NGMF 32094 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32095

11.10.1989 Reclassified from wagon ‘NGMF 32095 F’ to ’ wagon ‘NGMA 32095 X’.

NGMF 32096

11.10.1989 Reclassified from wagon ‘NGMF 32096 Y’ to ’ wagon ‘NGMA 32096 R’.

NGMF 32098

30.07.1991 Reclassified from wagon ‘NGMF 32098 J’ to ’ wagon ‘NGMA 32098 M’.

NGMF 32099

17.04.1990 Reclassified from wagon ‘NGMF 32099 S’ to ’ wagon ‘NGMA 32099 V’.
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NGMF 32100

Details: wagon ‘NGMF 32100 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32101

12.07.1991 Reclassified from wagon ‘NGMF 32101 T’ to ’ wagon ‘NGMA 32101 W’.

NGMF 32102

06.03.1992 Reclassified from wagon ‘NGMF 32102 F’ to ’ wagon ‘NGMA 32102 X’.

NGMF 32103

Details: wagon ‘NGMF 32103 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 32104

24.10.1991 Reclassified from wagon ‘NGMF 32104 A’ to ’ wagon ‘NGMA 32104 D’.

NGMF 32105

Details: wagon ‘NGMF 32105 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32106

12.06.1991 Reclassified from wagon ‘NGMF 32106 S’ to ’ wagon ‘NGMA 32106 V’.

NGMF 32108

11.10.1989 Reclassified from wagon ‘NGMF 32108 N’ to ’ wagon ‘NGMA 32108 Q’.

NGMF 32111

12.10.1989 Reclassified from wagon ‘NGMF 32111 E’ to ’ wagon ‘NGMA 32111 H’.

NGMF 32115

Details: wagon ‘NGMF 32115 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32116

13.04.1990 Reclassified from wagon ‘NGMF 32116 D’ to ’ wagon ‘NGMA 32116 G’.

NGMF 32117

12.10.1989 Reclassified from wagon ‘NGMF 32117 M’ to ’ wagon ‘NGMA 32117 P’.

NGMF 32119

27.06.1992 Reclassified from wagon ‘NGMF 32119 H’ to ’ wagon ‘NGMA 32119 K’.

NGMF 32121

09.02.1991 Reclassified from wagon ‘NGMF 32121 M’ to ’ wagon ‘NGMA 32121 P’.

NGMF 32122

12.12.1989 Reclassified from wagon ‘NGMF 32122 V’ to ’ wagon ‘NGMA 32122 B’.

NGMF 32123

12.06.1991 Reclassified from wagon ‘NGMF 32123 H’ to ’ wagon ‘NGMA 32123 K’.

NGMF 32124

10.04.1992 Reclassified from wagon ‘NGMF 32124 Q’ to ’ wagon ‘NGMA 32124 T’.

NGMF 32126

30.06.1994 Reclassified from wagon ‘NGMF 32126 L’ to ’ wagon ‘NGMA 32126 Y’.

NGMF 32127

12.10.1989 Reclassified from wagon ‘NGMF 32127 U’ to ’ wagon ‘NGMA 32127 A’.

NGMF 32130

12.10.1989 Reclassified from wagon ‘NGMF 32130 L’ to ’ wagon ‘NGMA 32130 Y’.

NGMF 32131

13.04.1990 Reclassified from wagon ‘NGMF 32131 U’ to ’ wagon ‘NGMA 32131 A’.
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NGMF 32134

17.04.1990 Reclassified from wagon ‘NGMF 32134 B’ to ’ wagon ‘NGMA 32134 E’.

NGMF 32135

12.10.1989 Reclassified from wagon ‘NGMF 32135 K’ to ’ wagon ‘NGMA 32135 N’.

NGMF 32136

09.05.1992 Reclassified from wagon ‘NGMF 32136 T’ to ’ wagon ‘NGMA 32136 W’.

NGMF 32137

12.10.1989 Reclassified from wagon ‘NGMF 32137 F’ to ’ wagon ‘NGMA 32137 X’.

NGMF 32138

12.10.1989 Reclassified from wagon ‘NGMF 32138 Y’ to ’ wagon ‘NGMA 32138 R’.

NGMF 32139

29.06.1991 Reclassified from wagon ‘NGMF 32139 A’ to ’ wagon ‘NGMA 32139 D’.

NGMF 32140

30.07.1991 Reclassified from wagon ‘NGMF 32140 T’ to ’ wagon ‘NGMA 32140 W’.

NGMF 32142

25.02.1990 Reclassified from wagon ‘NGMF 32142 Y’ to ’ wagon ‘NGMA 32142 R’.

NGMF 32143

17.04.1990 Reclassified from wagon ‘NGMF 32143 A’ to ’ wagon ‘NGMA 32143 D’.

NGMF 32144

Details: wagon ‘NGMF 32144 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW

8026



2.416. Wagon classification starting with ‘NGM’

Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32145

Details: wagon ‘NGMF 32145 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32147

27.05.1991 Reclassified from wagon ‘NGMF 32147 N’ to ’ wagon ‘NGMA 32147 Q’.

NGMF 32148

Details: wagon ‘NGMF 32148 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8027



2. TIMS GROUP INFORMATION - WAGONS

NGMF 32149

31.10.1991 Reclassified from wagon ‘NGMF 32149 X’ to ’ wagon ‘NGMA 32149 L’.

NGMF 32150

12.01.1993 Reclassified from wagon ‘NGMF 32150 E’ to ’ wagon ‘NGMA 32150 H’.

NGMF 32152

24.02.1993 Reclassified from wagon ‘NGMF 32152 W’ to ’ wagon ‘NGMA 32152 C’.

NGMF 32153

12.10.1989 Reclassified from wagon ‘NGMF 32153 X’ to ’ wagon ‘NGMA 32153 L’.

NGMF 32154

12.10.1989 Reclassified from wagon ‘NGMF 32154 R’ to ’ wagon ‘NGMA 32154 U’.

NGMF 32157

Details: wagon ‘NGMF 32157 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32158

12.07.1991 Reclassified from wagon ‘NGMF 32158 H’ to ’ wagon ‘NGMA 32158 K’.

NGMF 32161

20.09.1991 Reclassified from wagon ‘NGMF 32161 V’ to ’ wagon ‘NGMA 32161 B’.
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NGMF 32162

12.10.1989 Reclassified from wagon ‘NGMF 32162 H’ to ’ wagon ‘NGMA 32162 K’.

NGMF 32163

13.04.1990 Reclassified from wagon ‘NGMF 32163 Q’ to ’ wagon ‘NGMA 32163 T’.

NGMF 32174

26.01.1994 Reclassified from wagon ‘NGMF 32174 K’ to ’ wagon ‘NGMA 32174 N’.

NGMF 32193

02.10.1991 Reclassified from wagon ‘NGMF 32193 R’ to ’ wagon ‘NGMA 32193 U’.

NGMF 32205

01.07.1993 Reclassified from wagon ‘NGMF 32205 Q’ to ’ wagon ‘NGMA 32205 T’.

NGMF 32206

12.10.1989 Reclassified from wagon ‘NGMF 32206 C’ to ’ wagon ‘NGMA 32206 F’.

NGMF 32207

Details: wagon ‘NGMF 32207 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32216

08.10.1990 Reclassified from wagon ‘NGMF 32216 K’ to ’ wagon ‘NGMA 32216 N’.

8029



2. TIMS GROUP INFORMATION - WAGONS

NGMF 32218

12.10.1989 Reclassified from wagon ‘NGMF 32218 F’ to ’ wagon ‘NGMA 32218 X’.

NGMF 32236

14.05.1993 Reclassified from wagon ‘NGMF 32236 D’ to ’ wagon ‘NGMA 32236 G’.

NGMF 32261

12.12.1989 Reclassified from wagon ‘NGMF 32261 F’ to ’ wagon ‘NGMA 32261 X’.

NGMF 32265

17.04.1990 Reclassified from wagon ‘NGMF 32265 S’ to ’ wagon ‘NGMA 32265 V’.

NGMF 32271

Details: wagon ‘NGMF 32271 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32273

26.11.1991 Reclassified from wagon ‘NGMF 32273 X’ to ’ wagon ‘NGMA 32273 L’.

NGMF 32280

Details: wagon ‘NGMF 32280 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32367

03.10.1991 Reclassified from wagon ‘NGMF 32367 U’ to ’ wagon ‘NGMA 32367 A’.

NGMF 32391

06.05.1991 Reclassified from wagon ‘NGMF 32391 N’ to ’ wagon ‘NGMA 32391 Q’.

NGMF 32398

12.10.1989 Reclassified from wagon ‘NGMF 32398 H’ to ’ wagon ‘NGMA 32398 K’.

NGMF 32401

13.03.1993 Reclassified from wagon ‘NGMF 32401 R’ to ’ wagon ‘NGMA 32401 U’.

NGMF 32402

18.06.1994 Reclassified from wagon ‘NGMF 32402 D’ to ’ wagon ‘NGMA 32402 G’.

NGMF 32484

12.10.1989 Reclassified from wagon ‘NGMF 32484 Q’ to ’ wagon ‘NGMA 32484 T’.

NGMF 32523

12.10.1989 Reclassified from wagon ‘NGMF 32523 M’ to ’ wagon ‘NGMA 32523 P’.

NGMF 32531

12.10.1989 Reclassified from wagon ‘NGMF 32531 C’ to ’ wagon ‘NGMA 32531 F’.

NGMF 32538

12.10.1989 Reclassified from wagon ‘NGMF 32538 T’ to ’ wagon ‘NGMA 32538 W’.
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NGMF 32545

Details: wagon ‘NGMF 32545 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGMF 32560

10.04.1992 Reclassified from wagon ‘NGMF 32560 R’ to ’ wagon ‘NGMA 32560 U’.

NGMF 32657

17.04.1990 Reclassified from wagon ‘NGMF 32657 K’ to ’ wagon ‘NGMA 32657 N’.

NGMF 32667

Details: wagon ‘NGMF 32667 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGMF 32737

12.10.1989 Reclassified from wagon ‘NGMF 32737 B’ to ’ wagon ‘NGMA 32737 E’.

NGMF 32743

12.10.1989 Reclassified from wagon ‘NGMF 32743 T’ to ’ wagon ‘NGMA 32743 W’.

2.417 Wagon classification starting with ‘NGN’

NGNF 12057

Details: wagon ‘NGNF 12057 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPCF 12057 P
BSG Code: NSHG

Capacity of 56 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NPCF 12057 P’

2.418 Wagon classification starting with ‘NGP’

NGPF 35789

Details: wagon ‘NGPF 35789 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35789 N
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35789 N’

NGPF 35847

Details: wagon ‘NGPF 35847 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35847 Q
BSG Code: NSHZ

Capacity of 56 tonnes

26.02.1995 Repair ‘VEHICLE RECLASSIFY’.
26.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35847 Q’

NGPF 35901

Details: wagon ‘NGPF 35901 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGPY 35901 R
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35901 R’

NGPF 35902

Details: wagon ‘NGPF 35902 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35902
BSG Code: NSHG

Capacity of 60.4 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35902 D’
29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35902 D’

NGPF 35903

Details: wagon ‘NGPF 35903 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35903 M
BSG Code: NSHG

Capacity of 60 tonnes

13.12.1991 Repair ‘VEHICLE RECLASSIFY’.
13.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35903 M’

NGPF 35904

Details: wagon ‘NGPF 35904 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35904V
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35904 V’

NGPF 35905

Details: wagon ‘NGPF 35905 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35905 H
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35905 H’

NGPF 35906

Details: wagon ‘NGPF 35906 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35906 Q
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35906 Q’

NGPF 35907

Details: wagon ‘NGPF 35907 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGPY 35907
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35907 C’
08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35907 C’

NGPF 35908

Details: wagon ‘NGPF 35908 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35908L
BSG Code: NSHG

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35908 L’

NGPF 35909

Details: wagon ‘NGPF 35909 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35909 U
BSG Code: NSHG

Capacity of 60 tonnes

20.02.1995 Repair ‘VEHICLE RECLASSIFY’.
20.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35909 U’

NGPF 35910

Details: wagon ‘NGPF 35910 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY
BSG Code: NSHG

Capacity of 60 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35910 Q’

NGPF 35911

Details: wagon ‘NGPF 35911 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35911 C
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35911 C’

NGPF 35912

Details: wagon ‘NGPF 35912 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35912L
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35912 L’
29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35912 L’

NGPF 35915

Details: wagon ‘NGPF 35915 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35915P
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35915 P’

NGPF 35916

Details: wagon ‘NGPF 35916 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35916B
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35916 B’

NGPF 35917

Details: wagon ‘NGPF 35917 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35917K
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35917 K’

NGPF 35918

Details: wagon ‘NGPF 35918 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35918
BSG Code: NSHG

Capacity of 60 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35918 T’

NGPF 35919

Details: wagon ‘NGPF 35919 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35919R
BSG Code: NSHG

Capacity of 60 tonnes

20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35919 F’

NGPF 35920

Details: wagon ‘NGPF 35920 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1956
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35920 B
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35920 B’

NGPF 35921

Details: wagon ‘NGPF 35921 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: X NGPY35921
BSG Code: NSHZ

Capacity of 56 tonnes

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35921 K’

NGPF 35922

Details: wagon ‘NGPF 35922 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35922T
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35922 T’

NGPF 35923

Details: wagon ‘NGPF 35923 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGPY 35923 F
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35923 F’

NGPF 35924

Details: wagon ‘NGPF 35924 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY
BSG Code: NSHG

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35924 Y’

NGPF 35926

Details: wagon ‘NGPF 35926 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35926J
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BSG Code: NSHG

Capacity of 60 tonnes

24.10.1990 Repair ‘VEHICLE RECLASSIFY’.
24.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35926 J’

NGPF 35928

Details: wagon ‘NGPF 35928 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35958 U
BSG Code: NSHG

Capacity of 60 tonnes

01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35928 E’

NGPF 35929

Details: wagon ‘NGPF 35929 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG
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Capacity of 60 tonnes

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35929 N’

NGPF 35930

Details: wagon ‘NGPF 35930 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35930 J
BSG Code: NSHG

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35930 J’

NGPF 35931

Details: wagon ‘NGPF 35931 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35931 S
BSG Code: NSHZ

Capacity of 56 tonnes
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13.12.1994 Repair ‘VEHICLE RECLASSIFY’.
13.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35931 S’

NGPF 35933

Details: wagon ‘NGPF 35933 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 35933N
BSG Code: NSHZ

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35933 N’

NGPF 35934

Details: wagon ‘NGPF 35934 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35934 L / NGPY 35934 W
BSG Code: NSHG

Capacity of 60 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
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31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NGPY 35934 W’

NGPF 35935

Details: wagon ‘NGPF 35935 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 35935X
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35935 X’

NGPF 35936

Details: wagon ‘NGPF 35936 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35936 R
BSG Code: NSHG

Capacity of 60 tonnes

09.05.1992 Repair ‘VEHICLE RECLASSIFY’.
09.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35936 R’
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NGPF 35937

Details: wagon ‘NGPF 35937 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35937 D
BSG Code: NSHG

Capacity of 60 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35937 D’

NGPF 35940

Details: wagon ‘NGPF 35940 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35940 R
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35940 R’
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NGPF 35942

Details: wagon ‘NGPF 35942 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35942B/NGPY35942M
BSG Code: NSHG

Capacity of 60 tonnes

29.10.1991 Repair ‘VEHICLE RECLASSIFY’.
29.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35942 M’

NGPF 35943

Details: wagon ‘NGPF 35943 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35943K/NGPY35943V
BSG Code: NSHG

Capacity of 56 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35943 V’
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NGPF 35946

Details: wagon ‘NGPF 35946 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35946
BSG Code: NSHG

Capacity of 60 tonnes

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35946 C’

NGPF 35947

Details: wagon ‘NGPF 35947 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35947 L
BSG Code: NSHG

Capacity of 60 tonnes

09.03.1994 Repair ‘VEHICLE RECLASSIFY’.
09.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35947 L’
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NGPF 35948

Details: wagon ‘NGPF 35948 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35948U
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35948 U’

NGPF 35949

26.01.1995 Reclassified from wagon ‘NGPF 35949 W’ to ’ wagon ‘NGPY 35949 G’.

NGPF 35950

Details: wagon ‘NGPF 35950 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35950C
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35950 C’
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NGPF 35951

Details: wagon ‘NGPF 35951 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPF35951E/NGPY35951L
BSG Code: NSHG

Capacity of 60.4 tonnes

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35951 L’
29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35951 L’
19.10.1991 Repair ‘VEHICLE RECLASSIFY’.
19.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35951 L’
08.08.1993 Repair ‘VEHICLE RECLASSIFY’.
08.08.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35951 L’

NGPF 35953

Details: wagon ‘NGPF 35953 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35953G
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BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35953 G’

NGPF 35954

Details: wagon ‘NGPF 35954 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35954P
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35954 P’
24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35954 P’

NGPF 35955

Details: wagon ‘NGPF 35955 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGPY 35955 B
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35955 B’

NGPF 35956

Details: wagon ‘NGPF 35956 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35956
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35956 K’

NGPF 35957

Details: wagon ‘NGPF 35957 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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BSG Code: NSHG

Capacity of 60.4 tonnes

NGPF 35958

Details: wagon ‘NGPF 35958 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35958 R
BSG Code: NSHG

Capacity of 60 tonnes

11.12.1992 Repair ‘VEHICLE RECLASSIFY’.
11.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35958 F’

NGPF 35959

Details: wagon ‘NGPF 35959 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35959
BSG Code: NSHG

Capacity of 60 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
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31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NGPY 35959 Y’

NGPF 35960

Details: wagon ‘NGPF 35960 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY
BSG Code: NSHG

Capacity of 60 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35960 K’

NGPF 35961

Details: wagon ‘NGPF 35961 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35961 T
BSG Code: NSHG

Capacity of 60 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35961 T’

8058



2.418. Wagon classification starting with ‘NGP’

NGPF 35962

Details: wagon ‘NGPF 35962 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35962F
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35962 F’

NGPF 35964

Details: wagon ‘NGPF 35964 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35964A
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35964 A’
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NGPF 35966

Details: wagon ‘NGPF 35966 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35966/NGTY 35966 H
BSG Code: NSHG

Capacity of 60 tonnes

10.06.1992 Repair ‘VEHICLE RECLASSIFY’.
10.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35966 H’

NGPF 35967

Details: wagon ‘NGPF 35967 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35967E
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35967 E’
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NGPF 35971

Details: wagon ‘NGPF 35971 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 35972

Details: wagon ‘NGPF 35972 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35972 N
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35972 N’

NGPF 35973

Details: wagon ‘NGPF 35973 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35973L
BSG Code: NSHG

Capacity of 60 tonnes

26.01.1995 Repair ‘VEHICLE RECLASSIFY’.
26.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35973 W’

NGPF 35974

Details: wagon ‘NGPF 35974 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPGY 35974 X
BSG Code: NSHG

Capacity of 60 tonnes

08.07.1991 Repair ‘VEHICLE RECLASSIFY’.
08.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35974 X’

NGPF 35975

Details: wagon ‘NGPF 35975 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35975 G / EX NGPY 35975R
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35975 R’

NGPF 35976

Details: wagon ‘NGPF 35976 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

17.08.1991 Repair ‘VEHICLE RECLASSIFY’.
17.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35976 D’

NGPF 35977

Details: wagon ‘NGPF 35977 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35977 M
BSG Code: NSHG

Capacity of 60 tonnes

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35977 M’

NGPF 35978

Details: wagon ‘NGPF 35978 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPGY35978V
BSG Code: NSHG

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35978 V’

NGPF 35980

Details: wagon ‘NGPF 35980 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S

8064



2.418. Wagon classification starting with ‘NGP’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35980P
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35980 D’

NGPF 35981

Details: wagon ‘NGPF 35981 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35981M
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35981 M’

NGPF 35982

Details: wagon ‘NGPF 35982 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35982 K / NGPY 35982 V
BSG Code: NSHG

Capacity of 60 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35982 V’

NGPF 35984

Details: wagon ‘NGPF 35984 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35984Q
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35984 Q’

NGPF 35986

Details: wagon ‘NGPF 35986 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35986L
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35986 L’

NGPF 35987

Details: wagon ‘NGPF 35987 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35987U
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35987 U’
01.05.1995 Repair ‘VEHICLE COMPLETE’.

NGPF 35988

Details: wagon ‘NGPF 35988 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989

8067



2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35988G
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35988 G’

NGPF 35989

Details: wagon ‘NGPF 35989 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35989 P
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35989 P’

NGPF 35991

Details: wagon ‘NGPF 35991 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 35993

Details: wagon ‘NGPF 35993 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35993 P’

NGPF 35994

Details: wagon ‘NGPF 35994 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 35994B
BSG Code: NSHZ

Capacity of 56 tonnes
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24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35994 B’
02.06.1995 Repair ‘VEHICLE COMPLETE’.

NGPF 35995

Details: wagon ‘NGPF 35995 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35995K
BSG Code: NSHG

Capacity of 60 tonnes

22.11.1991 Repair ‘VEHICLE RECLASSIFY’.
22.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35995 K’

NGPF 35996

Details: wagon ‘NGPF 35996 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGBF 35996 Q
BSG Code: NSHG

Capacity of 60 tonnes
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18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGBF 35996 Q’

NGPF 35997

Details: wagon ‘NGPF 35997 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY35997F
BSG Code: NSHG

Capacity of 60 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35997 F’

NGPF 35998

Details: wagon ‘NGPF 35998 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35998 D / NGPY 35998 Y
BSG Code: NSHG

Capacity of 60 tonnes

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
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18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NGPY 35998 Y’

NGPF 35999

Details: wagon ‘NGPF 35999 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35999 A
BSG Code: NSHG

Capacity of 60 tonnes

20.11.1992 Repair ‘VEHICLE RECLASSIFY’.
20.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 35999 A’

NGPF 36000

Details: wagon ‘NGPF 36000 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36000U
BSG Code: NSHG

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36000 U’
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NGPF 36001

Details: wagon ‘NGPF 36001 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NGPY
BSG Code: NSHZ

Capacity of 56 tonnes

10.10.1991 Repair ‘VEHICLE RECLASSIFY’.
10.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36001 G’

NGPF 36002

Details: wagon ‘NGPF 36002 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36002 E
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36002 E’
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NGPF 36003

Details: wagon ‘NGPF 36003 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36003B
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36003 B’

NGPF 36004

Details: wagon ‘NGPF 36004 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36004K
BSG Code: NSHG

Capacity of 60 tonnes

09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36004 K’
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NGPF 36005

Details: wagon ‘NGPF 36005 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36005 T
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36005 T’

NGPF 36007

Details: wagon ‘NGPF 36007 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36007Y
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36007 Y’
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NGPF 36008

Details: wagon ‘NGPF 36008 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY
BSG Code: NSHG

Capacity of 60 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36008 A’

NGPF 36009

Details: wagon ‘NGPF 36009 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36011

Details: wagon ‘NGPF 36011 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36011Y
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36011 Y’
24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36011 Y’

NGPF 36012

Details: wagon ‘NGPF 36012 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36012
BSG Code: NSHG

Capacity of 60 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36012 A’

NGPF 36013

Details: wagon ‘NGPF 36013 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36013
BSG Code: NSHG

Capacity of 60 tonnes

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36013 J’

NGPF 36014

Details: wagon ‘NGPF 36014 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36014 / NGPY 36014S
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36014 S’
26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36014 S’

NGPF 36015

Details: wagon ‘NGPF 36015 U’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36015E
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36015 E’

NGPF 36016

Details: wagon ‘NGPF 36016 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36016 N
BSG Code: NSHG

Capacity of 60 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36016 N’

NGPF 36017

Details: wagon ‘NGPF 36017 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36017W
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36017 W’

NGPF 36018

Details: wagon ‘NGPF 36018 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36018 X
BSG Code: NSHG

Capacity of 56 tonnes

20.11.1992 Repair ‘VEHICLE RECLASSIFY’.
20.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36018 X’
17.08.1995 Repair ‘VEHICLE COMPLETE’.

NGPF 36020

Details: wagon ‘NGPF 36020 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36020
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36020 N’

NGPF 36021

Details: wagon ‘NGPF 36021 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36021 W
BSG Code: NSHG

Capacity of 56 tonnes

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36021 W’

NGPF 36022

Details: wagon ‘NGPF 36022 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36022 U
BSG Code: NSHG

Capacity of 60.4 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36022 U’

NGPF 36023

Details: wagon ‘NGPF 36023 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36023R
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36023 R’

NGPF 36025

Details: wagon ‘NGPF 36025 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36025B/NGPY36025M
BSG Code: NSHG

Capacity of 56 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36025 M’

NGPF 36026

Details: wagon ‘NGPF 36026 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 36026 V
BSG Code: NSHZ

Capacity of 56 tonnes

09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36026 V’

NGPF 36028

Details: wagon ‘NGPF 36028 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36028 Q
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36028 Q’

NGPF 36029

Details: wagon ‘NGPF 36029 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36029
BSG Code: NSHG

Capacity of 60.4 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36029 C’
14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36029 C’

NGPF 36030

Details: wagon ‘NGPF 36030 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36030K/NGPY36030V
BSG Code: NSHG

Capacity of 60 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36030 V’

NGPF 36032

Details: wagon ‘NGPF 36032 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36032Q
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36032 Q’

NGPF 36033

Details: wagon ‘NGPF 36033 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 36033C
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36033 C’

NGPF 36034

Details: wagon ‘NGPF 36034 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36034
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36034 A’

NGPF 36035

Details: wagon ‘NGPF 36035 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36035U
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36035 U’

NGPF 36036

Details: wagon ‘NGPF 36036 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36036G
BSG Code: NSHG

Capacity of 60 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36036 G’

NGPF 36037

Details: wagon ‘NGPF 36037 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPGY 36037 P
BSG Code: NSHG

Capacity of 60 tonnes

01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36037 P’

NGPF 36038

Details: wagon ‘NGPF 36038 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36038 B
BSG Code: NSHG

Capacity of 60 tonnes

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36038 B’

NGPF 36039

Details: wagon ‘NGPF 36039 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36039 W
BSG Code: NSHG

Capacity of 60 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36039 W’

NGPF 36040

Details: wagon ‘NGPF 36040 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36040 S / NGPY 36040 G
BSG Code: NSHG

Capacity of 60 tonnes

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36040 G’

NGPF 36041

Details: wagon ‘NGPF 36041 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36041 P
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36041 P’

NGPF 36042

Details: wagon ‘NGPF 36042 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36042B
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36042 B’
15.09.1995 Repair ‘VEHICLE COMPLETE’.

NGPF 36043

Details: wagon ‘NGPF 36043 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36043 K
BSG Code: NSHG

Capacity of 56 tonnes

22.11.1991 Repair ‘VEHICLE RECLASSIFY’.
22.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36043 K’
03.06.1992 Repair ‘VEHICLE RECLASSIFY’.
03.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36043 K’
23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36043 K’

NGPF 36044

Details: wagon ‘NGPF 36044 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36044 T
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36044 T’

NGPF 36045

Details: wagon ‘NGPF 36045 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36045
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36046

Details: wagon ‘NGPF 36046 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY30446 D / EX NGPY36046 Y
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36046 Y’

NGPF 36047

Details: wagon ‘NGPF 36047 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGPY
BSG Code: NSHG

Capacity of 60 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36047 A’

NGPF 36048

Details: wagon ‘NGPF 36048 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36048 J
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36048 J’

NGPF 36049

Details: wagon ‘NGPF 36049 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36049S
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36049 S’
14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36049 S’

NGPF 36050

Details: wagon ‘NGPF 36050 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36050 D / NGPY 36050 Y
BSG Code: NSHG

Capacity of 60 tonnes

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36050 Y’

NGPF 36051

Details: wagon ‘NGPF 36051 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36051 A
BSG Code: NSHG

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36051 A’

NGPF 36052

Details: wagon ‘NGPF 36052 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36052C
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36052 J’

NGPF 36053

Details: wagon ‘NGPF 36053 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36053 S
BSG Code: NSHG

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36053 S’

NGPF 36054

Details: wagon ‘NGPF 36054 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36054E
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36054 E’
14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36054 E’

NGPF 36055

Details: wagon ‘NGPF 36055 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36055N
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36055 N’

NGPF 36056

Details: wagon ‘NGPF 36056 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 36056W
BSG Code: NSHZ

Capacity of 56 tonnes

09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36056 W’

NGPF 36057

Details: wagon ‘NGPF 36057 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard

8097



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36057 X
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36057 X’

NGPF 36058

Details: wagon ‘NGPF 36058 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 10.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36059

Details: wagon ‘NGPF 36059 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGTY 36059 P
BSG Code: NSHG

Capacity of 60.4 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36059 P’

NGPF 36060

Details: wagon ‘NGPF 36060 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36060W
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36060 W’
15.04.1995 Repair ‘VEHICLE COMPLETE’.

NGPF 36062

Details: wagon ‘NGPF 36062 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGPY 36062R
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36062 R’

NGPF 36063

Details: wagon ‘NGPF 36063 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36063D
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36063 D’

NGPF 36065

Details: wagon ‘NGPF 36065 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36065
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BSG Code: NSHG

Capacity of 60 tonnes

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36065 V’

NGPF 36066

Details: wagon ‘NGPF 36066 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36006H
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36066 H’

NGPF 36067

Details: wagon ‘NGPF 36067 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36067 F
BSG Code: NSHZ
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Capacity of 56 tonnes

26.02.1995 Repair ‘VEHICLE RECLASSIFY’.
26.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36067 F’

NGPF 36068

Details: wagon ‘NGPF 36068 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36068 C
BSG Code: NSHG

Capacity of 60 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36068 C’

NGPF 36069

Details: wagon ‘NGPF 36069 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36069A
BSG Code: NSHG

Capacity of 60 tonnes
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21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36069 L’

NGPF 36071

Details: wagon ‘NGPF 36071 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36071 Q
BSG Code: NSHG

Capacity of 60 tonnes

19.12.1994 Repair ‘VEHICLE RECLASSIFY’.
19.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36071 Q’

NGPF 36072

Details: wagon ‘NGPF 36072 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1985
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36072 C
BSG Code: NSHG

Capacity of 60 tonnes

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
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27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NGPY 36072 C’

NGPF 36074

Details: wagon ‘NGPF 36074 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36074 U
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36074 U’

NGPF 36076

Details: wagon ‘NGPF 36076 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36076E
BSG Code: NSHG

Capacity of 60 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36076 P’
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NGPF 36077

Details: wagon ‘NGPF 36077 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36077 N
BSG Code: NSHZ

Capacity of 56 tonnes

13.12.1994 Repair ‘VEHICLE RECLASSIFY’.
13.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36077 N’

NGPF 36078

Details: wagon ‘NGPF 36078 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36078
BSG Code: NSHG

Capacity of 56 tonnes

22.11.1991 Repair ‘VEHICLE RECLASSIFY’.
22.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36078 W’
08.07.1992 Repair ‘VEHICLE RECLASSIFY’.
08.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36078 K’
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26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36078 K’

NGPF 36079

Details: wagon ‘NGPF 36079 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36079T
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36079 T’

NGPF 36080

Details: wagon ‘NGPF 36080 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36080 P
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
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13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NGPY 36080 P’

NGPF 36081

Details: wagon ‘NGPF 36081 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36081N/NGPY36081B
BSG Code: NSHG

Capacity of 56 tonnes

13.12.1994 Repair ‘VEHICLE RECLASSIFY’.
13.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36081 B’

NGPF 36082

Details: wagon ‘NGPF 36082 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes
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NGPF 36083

Details: wagon ‘NGPF 36083 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36083 T
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36083 T’

NGPF 36084

Details: wagon ‘NGPF 36084 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36084 F
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36084 F’
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NGPF 36085

Details: wagon ‘NGPF 36085 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36085 D / EX NGPY 36085 Y
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36085 Y’

NGPF 36087

Details: wagon ‘NGPF 36087 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36087J
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36087 J’
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NGPF 36088

Details: wagon ‘NGPF 36088 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36088 S
BSG Code: NSHG

Capacity of 60 tonnes

09.03.1994 Repair ‘VEHICLE RECLASSIFY’.
09.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36088 S’

NGPF 36090

Details: wagon ‘NGPF 36090 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36090 A
BSG Code: NSHG

Capacity of 60 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36090 A’
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NGPF 36091

Details: wagon ‘NGPF 36091 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36092

Details: wagon ‘NGPF 36092 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36092S
BSG Code: NSHG

Capacity of 60 tonnes

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36092 S’

NGPF 36093

Details: wagon ‘NGPF 36093 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36093 Q / NGPY 36093 E
BSG Code: NSHG

Capacity of 60 tonnes

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36093 E’

NGPF 36095

Details: wagon ‘NGPF 36095 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36095 W
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36095 W’

NGPF 36096

Details: wagon ‘NGPF 36096 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36096 U
BSG Code: NSHZ

Capacity of 56 tonnes

26.02.1995 Repair ‘VEHICLE RECLASSIFY’.
26.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36096 U’

NGPF 36097

Details: wagon ‘NGPF 36097 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36097R
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36097 R’

NGPF 36098

Details: wagon ‘NGPF 36098 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne

8113



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36098D
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36098 D’

NGPF 36099

Details: wagon ‘NGPF 36099 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36099 M
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36099 M’

NGPF 36100

Details: wagon ‘NGPF 36100 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36101

Details: wagon ‘NGPF 36101 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36101N
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36101 N’

NGPF 36102

Details: wagon ‘NGPF 36102 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK

8115



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX NGPY 36102
BSG Code: NSHG

Capacity of 60 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36102 W’

NGPF 36104

Details: wagon ‘NGPF 36104 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36104 R
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36104 R’

NGPF 36105

Details: wagon ‘NGPF 36105 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36105
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BSG Code: NSHG

Capacity of 60 tonnes

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36105 D’

NGPF 36109

Details: wagon ‘NGPF 36109 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36109F/NGPY36109Q
BSG Code: NSHG

Capacity of 60 tonnes

10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36109 Q’

NGPF 36110

Details: wagon ‘NGPF 36110 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60.4 tonnes
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NGPF 36111

Details: wagon ‘NGPF 36111 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36111 V
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36111 V’

NGPF 36112

Details: wagon ‘NGPF 36112 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36112H
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36112 H’
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NGPF 36114

Details: wagon ‘NGPF 36114 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36114C
BSG Code: NSHG

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36114 C’

NGPF 36115

Details: wagon ‘NGPF 36115 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPF 36115 L
BSG Code: NSHG

Capacity of 60 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36115 L’
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NGPF 36116

Details: wagon ‘NGPF 36116 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36116 U
BSG Code: NSHG

Capacity of 60 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36116 U’

NGPF 36118

Details: wagon ‘NGPF 36118 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36118 E
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36118 E’
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NGPF 36119

Details: wagon ‘NGPF 36119 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36119B
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36119 B’

NGPF 36121

Details: wagon ‘NGPF 36121 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36121 G
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36121 G’
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NGPF 36122

Details: wagon ‘NGPF 36122 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: NGPY 36122
BSG Code: NSHG

Capacity of 60 tonnes

31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36122 P’

NGPF 36123

Details: wagon ‘NGPF 36123 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36123N/NGPY36123B
BSG Code: NSHG

Capacity of 60 tonnes

13.12.1994 Repair ‘VEHICLE RECLASSIFY’.
13.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36123 B’
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NGPF 36124

Details: wagon ‘NGPF 36124 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36124 K
BSG Code: NSHG

Capacity of 60 tonnes

01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36124 K’

NGPF 36126

Details: wagon ‘NGPF 36126 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36126 F
BSG Code: NXHG

Capacity of 56 tonnes

NGPF 36127

Details: wagon ‘NGPF 36127 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36127 Y
BSG Code: NSHG

Capacity of 60 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36127 Y’

NGPF 36128

Details: wagon ‘NGPF 36128 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60.4 tonnes

NGPF 36129

Details: wagon ‘NGPF 36129 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S

8124



2.418. Wagon classification starting with ‘NGP’

Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36129 J
BSG Code: NSHG

Capacity of 60.4 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36129 J’

NGPF 36130

Details: wagon ‘NGPF 36130 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36130F
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36130 F’

NGPF 36131

Details: wagon ‘NGPF 36131 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36131 D
BSG Code: NSHG

Capacity of 60.4 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36131 D’

NGPF 36132

Details: wagon ‘NGPF 36132 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36132 A
BSG Code: NSHG

Capacity of 60 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36132 A’

NGPF 36133

Details: wagon ‘NGPF 36133 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36133
BSG Code: NSHG

Capacity of 56 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36133 J’

NGPF 36134

Details: wagon ‘NGPF 36134 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36134 S
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36134 S’

NGPF 36135

Details: wagon ‘NGPF 36135 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGTY 36135 Q / EX NGPY 36135 E
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36135 E’

NGPF 36136

Details: wagon ‘NGPF 36136 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36136N
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36136 N’
24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36136 N’

NGPF 36137

Details: wagon ‘NGPF 36137 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60.4 tonnes

NGPF 36139

Details: wagon ‘NGPF 36139 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36139R
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36139 R’

NGPF 36141

Details: wagon ‘NGPF 36141 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 36141W
BSG Code: NSHZ
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Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36141 W’

NGPF 36142

Details: wagon ‘NGPF 36142 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGPY 36142X
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36142 X’

NGPF 36143

Details: wagon ‘NGPF 36143 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGTY 36143G
BSG Code: NSHZ

Capacity of 56 tonnes
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16.02.1992 Repair ‘VEHICLE RECLASSIFY’.
16.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36143 G’

NGPF 36145

Details: wagon ‘NGPF 36145 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGPY 36145
BSG Code: NSHG

Capacity of 60 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36145 M’

NGPF 36146

Details: wagon ‘NGPF 36146 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36146
BSG Code: NSHG

Capacity of 60 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
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21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NGPY 36146 V’

NGPF 36147

Details: wagon ‘NGPF 36147 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36147H
BSG Code: NSHG

Capacity of 60 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36147 H’

NGPF 36148

Details: wagon ‘NGPF 36148 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36148 Q
BSG Code: NSHG

Capacity of 60 tonnes

17.04.1993 Repair ‘VEHICLE RECLASSIFY’.
17.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36148 Q’
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NGPF 36149

Details: wagon ‘NGPF 36149 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36149C
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36149 C’

NGPF 36151

Details: wagon ‘NGPF 36151 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36151T/NGPY36151H
BSG Code: NSHG

Capacity of 56 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36151 H’
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NGPF 36152

Details: wagon ‘NGPF 36152 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36152
BSG Code: NSHG

Capacity of 60 tonnes

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36152 Q’

NGPF 36155

Details: wagon ‘NGPF 36155 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36155 U
BSG Code: NSHG

Capacity of 60 tonnes

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36155 U’
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NGPF 36156

Details: wagon ‘NGPF 36156 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36156 G
BSG Code: NSHG

Capacity of 60 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36156 G’

NGPF 36158

Details: wagon ‘NGPF 36158 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36159

Details: wagon ‘NGPF 36159 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36159K
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36159 K’

NGPF 36160

Details: wagon ‘NGPF 36160 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36160G
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36160 G’

NGPF 36161

Details: wagon ‘NGPF 36161 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m

8136



2.418. Wagon classification starting with ‘NGP’

Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36161P
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36161 P’

NGPF 36162

Details: wagon ‘NGPF 36162 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36162 B
BSG Code: NSHG

Capacity of 60 tonnes

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36162 B’

NGPF 36163

Details: wagon ‘NGPF 36163 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36163K
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36163 K’

NGPF 36164

Details: wagon ‘NGPF 36164 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36164T
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36164 T’

NGPF 36165

Details: wagon ‘NGPF 36165 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36165R / EX NGPY 36165 F
BSG Code: NSHG

Capacity of 60.4 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36165 F’

NGPF 36167

Details: wagon ‘NGPF 36167 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36167A
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36167 A’
14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36167 A’

NGPF 36168

Details: wagon ‘NGPF 36168 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36168 V/NGPY 36168 J
BSG Code: NSHG

Capacity of 56 tonnes

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36168 J’

NGPF 36169

Details: wagon ‘NGPF 36169 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36169
BSG Code: NSHG

Capacity of 60 tonnes

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36169 S’

NGPF 36170

Details: wagon ‘NGPF 36170 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36170Y
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36170 Y’
14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36170 Y’

NGPF 36171

Details: wagon ‘NGPF 36171 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36171 M
BSG Code: NSHG

Capacity of 60.4 tonnes

07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36171 M’

NGPF 36172

Details: wagon ‘NGPF 36172 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGTY 36172 V
BSG Code: NSHZ

Capacity of 56 tonnes

10.07.1991 Repair ‘VEHICLE RECLASSIFY’.
10.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36172 V’

NGPF 36173

Details: wagon ‘NGPF 36173 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36173 S
BSG Code: NSHG

Capacity of 60 tonnes

22.11.1991 Repair ‘VEHICLE RECLASSIFY’.
22.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36173 S’

NGPF 36174

Details: wagon ‘NGPF 36174 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36174E
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36174 E’

NGPF 36175

Details: wagon ‘NGPF 36175 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36175 N
BSG Code: NSHG

Capacity of 60.4 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36175 N’
13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36175 N’

NGPF 36176

Details: wagon ‘NGPF 36176 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36176
BSG Code: NSHG

Capacity of 60.4 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36176 W’
29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36176 W’

NGPF 36177

Details: wagon ‘NGPF 36177 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36177 X
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36177 X’

NGPF 36178

Details: wagon ‘NGPF 36178 K’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36178 R
BSG Code: NSHG

Capacity of 60.4 tonnes

29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36178 R’

NGPF 36179

Details: wagon ‘NGPF 36179 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36179 P / NGPY 36179 D
BSG Code: NSHG

Capacity of 60 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36179 D’

NGPF 36181

Details: wagon ‘NGPF 36181 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36181X
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36181 X’

NGPF 36182

Details: wagon ‘NGPF 36182 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NGPY
BSG Code: NSHZ

Capacity of 56 tonnes

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36182 R’

NGPF 36183

Details: wagon ‘NGPF 36183 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EXNGPY36183D
BSG Code: NSHG

Capacity of 60 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36183 D’

NGPF 36184

Details: wagon ‘NGPF 36184 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36184M
BSG Code: NSHG

Capacity of 60 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36184 M’

NGPF 36186

Details: wagon ‘NGPF 36186 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
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Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY
BSG Code: NSHG

Capacity of 60 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36186 H’

NGPF 36188

Details: wagon ‘NGPF 36188 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36190

Details: wagon ‘NGPF 36190 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36190 T
BSG Code: NSHG

Capacity of 60 tonnes

11.10.1991 Repair ‘VEHICLE RECLASSIFY’.
11.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36190 H’

NGPF 36191

Details: wagon ‘NGPF 36191 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36191 Q
BSG Code: NSHG

Capacity of 60 tonnes

28.07.1993 Repair ‘VEHICLE RECLASSIFY’.
28.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36191 Q’

NGPF 36192

Details: wagon ‘NGPF 36192 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGPY
BSG Code: NSHG

Capacity of 60 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36192 C’

NGPF 36193

Details: wagon ‘NGPF 36193 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY36193
BSG Code: NSHG

Capacity of 60 tonnes

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36193 L’

NGPF 36195

Details: wagon ‘NGPF 36195 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGPY36195G
BSG Code: NSHG

Capacity of 60 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36195 G’

NGPF 36196

Details: wagon ‘NGPF 36196 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 36196P
BSG Code: NSHG

Capacity of 60 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36196 P’
03.04.1995 Repair ‘VEHICLE COMPLETE’.

NGPF 36199

Details: wagon ‘NGPF 36199 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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BSG Code: NSHG

Capacity of 54 tonnes

NGPF 36200

Details: wagon ‘NGPF 36200 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36200A/NGPY36200L
BSG Code: NSHG

Capacity of 60 tonnes

13.12.1994 Repair ‘VEHICLE RECLASSIFY’.
13.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPY 36200 L’

NGPY 35897

19.12.1994 Reclassified from wagon ‘NGPY 35897 V’ to ’ wagon ‘NGKF 35897 W’.

NGPY 35900

14.04.1995 Reclassified from wagon ‘NGPY 35900 X’ to ’ wagon ‘NGKF 35900 J’.

NGPY 35901

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35901 G’
12.12.1989 Reclassified from wagon ‘NGPY 35901 R’ to ’ wagon ‘NGPF 35901 K’.

NGPY 35902

26.06.1989 Reclassified from wagon ‘NGPY 35902 D’ to ’ wagon ‘NGTY 35902 P’.
29.11.1989 Reclassified from wagon ‘NGPY 35902 D’ to ’ wagon ‘NGPF 35902 T’.
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NGPY 35903

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35903 B’
13.12.1991 Reclassified from wagon ‘NGPY 35903 M’ to ’ wagon ‘NGPF 35903 F’.

NGPY 35904

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35904 K’
14.02.1991 Reclassified from wagon ‘NGPY 35904 V’ to ’ wagon ‘NGPF 35904 Y’.

NGPY 35905

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35905 T’
14.02.1991 Reclassified from wagon ‘NGPY 35905 H’ to ’ wagon ‘NGPF 35905 A’.

NGPY 35906

23.03.1993 Reclassified from wagon ‘NGPY 35906 Q’ to ’ wagon ‘NGPF 35906 J’.

NGPY 35907

23.06.1989 Reclassified from wagon ‘NGPY 35907 C’ to ’ wagon ‘NGTY 35907 Y’.
08.10.1991 Reclassified from wagon ‘NGPY 35907 C’ to ’ wagon ‘NGPF 35907 S’.

NGPY 35908

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35908 A’
24.04.1991 Reclassified from wagon ‘NGPY 35908 L’ to ’ wagon ‘NGPF 35908 E’.

NGPY 35909

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35909 J’
20.02.1995 Reclassified from wagon ‘NGPY 35909 U’ to ’ wagon ‘NGPF 35909 N’.

NGPY 35910

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35910 F’
26.09.1991 Reclassified from wagon ‘NGPY 35910 Q’ to ’ wagon ‘NGPF 35910 J’.
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NGPY 35911

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35911 Y’
29.11.1989 Reclassified from wagon ‘NGPY 35911 C’ to ’ wagon ‘NGPF 35911 S’.

NGPY 35912

23.06.1989 Reclassified from wagon ‘NGPY 35912 L’ to ’ wagon ‘NGTY 35912 A’.
29.11.1991 Reclassified from wagon ‘NGPY 35912 L’ to ’ wagon ‘NGPF 35912 E’.

NGPY 35913

Details: wagon ‘NGPY 35913 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35913J
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35913 J’

NGPY 35914

Details: wagon ‘NGPY 35914 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGPY 35915

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35915 E’
29.11.1991 Reclassified from wagon ‘NGPY 35915 P’ to ’ wagon ‘NGPF 35915 X’.

NGPY 35916

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35916 N’
24.04.1991 Reclassified from wagon ‘NGPY 35916 B’ to ’ wagon ‘NGPF 35916 R’.

NGPY 35917

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35917 W’
29.11.1991 Reclassified from wagon ‘NGPY 35917 K’ to ’ wagon ‘NGPF 35917 D’.

NGPY 35918

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35918 X’
21.12.1990 Reclassified from wagon ‘NGPY 35918 T’ to ’ wagon ‘NGPF 35918 M’.

NGPY 35919

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35919 R’
20.09.1991 Reclassified from wagon ‘NGPY 35919 F’ to ’ wagon ‘NGPF 35919 V’.

NGPY 35920

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35920 N’
29.11.1989 Reclassified from wagon ‘NGPY 35920 B’ to ’ wagon ‘NGPF 35920 R’.
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NGPY 35921

11.03.1992 Reclassified from wagon ‘NGPY 35921 K’ to ’ wagon ‘NGPF 35921 D’.

NGPY 35922

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35922 X’
14.02.1991 Reclassified from wagon ‘NGPY 35922 T’ to ’ wagon ‘NGPF 35922 M’.

NGPY 35923

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35923 R’
13.04.1990 Reclassified from wagon ‘NGPY 35923 F’ to ’ wagon ‘NGPF 35923 V’.

NGPY 35924

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35924 D’
26.09.1991 Reclassified from wagon ‘NGPY 35924 Y’ to ’ wagon ‘NGPF 35924 H’.

NGPY 35925

Details: wagon ‘NGPY 35925 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35925 M’
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NGPY 35926

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35926 V’
24.10.1990 Reclassified from wagon ‘NGPY 35926 J’ to ’ wagon ‘NGPF 35926 C’.

NGPY 35927

Details: wagon ‘NGPY 35927 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35927H
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35927 H’

NGPY 35928

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35928 Q’
01.02.1995 Reclassified from wagon ‘NGPY 35928 E’ to ’ wagon ‘NGPF 35928 U’.

NGPY 35929

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35929 C’
12.01.1993 Reclassified from wagon ‘NGPY 35929 N’ to ’ wagon ‘NGPF 35929 G’.

NGPY 35930

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35930 V’
14.04.1990 Reclassified from wagon ‘NGPY 35930 J’ to ’ wagon ‘NGPF 35930 C’.
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NGPY 35931

13.12.1994 Reclassified from wagon ‘NGPY 35931 S’ to ’ wagon ‘NGPF 35931 L’.

NGPY 35932

Details: wagon ‘NGPY 35932 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35932Q
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35932 Q’

NGPY 35933

14.02.1991 Reclassified from wagon ‘NGPY 35933 N’ to ’ wagon ‘NGPF 35933 G’.

NGPY 35934

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35934 L’
31.08.1991 Reclassified from wagon ‘NGPY 35934 W’ to ’ wagon ‘NGPF 35934 P’.

NGPY 35935

24.04.1991 Reclassified from wagon ‘NGPY 35935 X’ to ’ wagon ‘NGPF 35935 B’.

NGPY 35936

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35936 G’
09.05.1992 Reclassified from wagon ‘NGPY 35936 R’ to ’ wagon ‘NGPF 35936 K’.
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NGPY 35937

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35937 P’
25.09.1991 Reclassified from wagon ‘NGPY 35937 D’ to ’ wagon ‘NGPF 35937 T’.

NGPY 35938

Details: wagon ‘NGPY 35938 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35938 B
BSG Code: NSHG

Capacity of 60 tonnes

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35938 B’

NGPY 35939

Details: wagon ‘NGPY 35939 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes
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16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35939 K’

NGPY 35940

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35940 G’
29.11.1989 Reclassified from wagon ‘NGPY 35940 R’ to ’ wagon ‘NGPF 35940 K’.

NGPY 35941

Details: wagon ‘NGPY 35941 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35941 P
BSG Code: NSHG

Capacity of 56 tonnes

19.10.1991 Repair ‘VEHICLE RECLASSIFY’.
19.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35941 P’

NGPY 35942

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35942 B’
29.10.1991 Reclassified from wagon ‘NGPY 35942 M’ to ’ wagon ‘NGPF 35942 F’.

NGPY 35943

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35943 K’
15.02.1994 Reclassified from wagon ‘NGPY 35943 V’ to ’ wagon ‘NGPF 35943 Y’.
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NGPY 35944

Details: wagon ‘NGPY 35944 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35944 T’

NGPY 35945

Details: wagon ‘NGPY 35945 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35945F
BSG Code: NSHG

Capacity of 56 tonnes

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35945 F’
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NGPY 35946

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35946 Y’
08.10.1991 Reclassified from wagon ‘NGPY 35946 C’ to ’ wagon ‘NGPF 35946 S’.

NGPY 35947

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35947 A’
09.03.1994 Reclassified from wagon ‘NGPY 35947 L’ to ’ wagon ‘NGPF 35947 E’.

NGPY 35948

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35948 J’
14.02.1991 Reclassified from wagon ‘NGPY 35948 U’ to ’ wagon ‘NGPF 35948 N’.

NGPY 35949

Details: wagon ‘NGPY 35949 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 35949G
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35949 S’
29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPF 35949 W’
26.01.1995 Repair ‘VEHICLE RECLASSIFY’.
26.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGPF 35949 W’
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NGPY 35950

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35950 Y’
14.02.1991 Reclassified from wagon ‘NGPY 35950 C’ to ’ wagon ‘NGPF 35950 S’.

NGPY 35951

08.08.1993 Reclassified from wagon ‘NGPY 35951 L’ to ’ wagon ‘NGPF 35951 E’.

NGPY 35952

Details: wagon ‘NGPY 35952 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35952 J
BSG Code: NSHG

Capacity of 60 tonnes

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35952 J’

NGPY 35953

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35953 S’
14.02.1991 Reclassified from wagon ‘NGPY 35953 G’ to ’ wagon ‘NGPF 35953 W’.

NGPY 35954

26.06.1989 Reclassified from wagon ‘NGPY 35954 P’ to ’ wagon ‘NGTY 35954 E’.
24.04.1991 Reclassified from wagon ‘NGPY 35954 P’ to ’ wagon ‘NGPF 35954 X’.
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NGPY 35955

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35955 N’
12.12.1989 Reclassified from wagon ‘NGPY 35955 B’ to ’ wagon ‘NGPF 35955 R’.

NGPY 35956

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35956 W’
29.11.1989 Reclassified from wagon ‘NGPY 35956 K’ to ’ wagon ‘NGPF 35956 D’.

NGPY 35957

Details: wagon ‘NGPY 35957 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35957X
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35957 X’

NGPY 35958

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35958 R’
11.12.1992 Reclassified from wagon ‘NGPY 35958 F’ to ’ wagon ‘NGPF 35958 V’.

NGPY 35959

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35959 D’
31.10.1991 Reclassified from wagon ‘NGPY 35959 Y’ to ’ wagon ‘NGPF 35959 H’.
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NGPY 35960

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35960 W’
26.09.1991 Reclassified from wagon ‘NGPY 35960 K’ to ’ wagon ‘NGPF 35960 D’.

NGPY 35961

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35961 X’
23.03.1993 Reclassified from wagon ‘NGPY 35961 T’ to ’ wagon ‘NGPF 35961 M’.

NGPY 35962

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35962 R’
14.02.1991 Reclassified from wagon ‘NGPY 35962 F’ to ’ wagon ‘NGPF 35962 V’.

NGPY 35963

Details: wagon ‘NGPY 35963 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35963 D
BSG Code: NSHG

Capacity of 60 tonnes

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35963 D’

NGPY 35964

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35964 M’
14.02.1991 Reclassified from wagon ‘NGPY 35964 A’ to ’ wagon ‘NGPF 35964 Q’.
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NGPY 35965

Details: wagon ‘NGPY 35965 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35965
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35965 V’

NGPY 35966

26.06.1989 Reclassified from wagon ‘NGPY 35966 S’ to ’ wagon ‘NGTY 35966 H’.

NGPY 35967

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35967 Q’
24.04.1991 Reclassified from wagon ‘NGPY 35967 E’ to ’ wagon ‘NGPF 35967 U’.

NGPY 35968

Details: wagon ‘NGPY 35968 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGTY35968C
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35968 C’

NGPY 35970

Details: wagon ‘NGPY 35970 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35970H
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35970 H’

NGPY 35971

Details: wagon ‘NGPY 35971 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35971Q
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BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35971 Q’

NGPY 35972

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35972 C’
13.04.1990 Reclassified from wagon ‘NGPY 35972 N’ to ’ wagon ‘NGPF 35972 G’.

NGPY 35973

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35973 L’
26.01.1995 Reclassified from wagon ‘NGPY 35973 W’ to ’ wagon ‘NGPF 35973 P’.

NGPY 35974

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35974 U’
08.07.1991 Reclassified from wagon ‘NGPY 35974 X’ to ’ wagon ‘NGPF 35974 B’.

NGPY 35975

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35975 G’
12.12.1989 Reclassified from wagon ‘NGPY 35975 R’ to ’ wagon ‘NGPF 35975 K’.

NGPY 35976

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35976 P’
17.08.1991 Reclassified from wagon ‘NGPY 35976 D’ to ’ wagon ‘NGPF 35976 T’.

NGPY 35977

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35977 B’
27.09.1991 Reclassified from wagon ‘NGPY 35977 M’ to ’ wagon ‘NGPF 35977 F’.
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NGPY 35978

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35978 K’
14.04.1990 Reclassified from wagon ‘NGPY 35978 V’ to ’ wagon ‘NGPF 35978 Y’.

NGPY 35979

Details: wagon ‘NGPY 35979 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35979T
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35979 T’

NGPY 35980

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35980 P’
14.02.1991 Reclassified from wagon ‘NGPY 35980 D’ to ’ wagon ‘NGPF 35980 T’.

NGPY 35981

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35981 B’
24.04.1991 Reclassified from wagon ‘NGPY 35981 M’ to ’ wagon ‘NGPF 35981 F’.

NGPY 35982

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35982 K’
31.08.1991 Reclassified from wagon ‘NGPY 35982 V’ to ’ wagon ‘NGPF 35982 Y’.
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NGPY 35983

Details: wagon ‘NGPY 35983 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

26.01.1995 Repair ‘VEHICLE RECLASSIFY’.
26.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35983 T’

NGPY 35984

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35984 F’
24.04.1991 Reclassified from wagon ‘NGPY 35984 Q’ to ’ wagon ‘NGPF 35984 J’.

NGPY 35985

Details: wagon ‘NGPY 35985 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35985 Y
BSG Code: NSHG

Capacity of 60 tonnes
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12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35985 Y’

NGPY 35986

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35986 A’
29.11.1991 Reclassified from wagon ‘NGPY 35986 L’ to ’ wagon ‘NGPF 35986 E’.

NGPY 35987

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35987 J’
14.02.1991 Reclassified from wagon ‘NGPY 35987 U’ to ’ wagon ‘NGPF 35987 N’.

NGPY 35988

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35988 S’
14.02.1991 Reclassified from wagon ‘NGPY 35988 G’ to ’ wagon ‘NGPF 35988 W’.

NGPY 35989

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35989 E’
13.04.1990 Reclassified from wagon ‘NGPY 35989 P’ to ’ wagon ‘NGPF 35989 X’.

NGPY 35990

Details: wagon ‘NGPY 35990 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 35990 A
BSG Code: NSHG
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Capacity of 60 tonnes

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35990 A’

NGPY 35992

Details: wagon ‘NGPY 35992 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY35992S
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35992 S’

NGPY 35993

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35993 E’
06.12.1991 Reclassified from wagon ‘NGPY 35993 P’ to ’ wagon ‘NGPF 35993 X’.

NGPY 35994

24.04.1991 Reclassified from wagon ‘NGPY 35994 B’ to ’ wagon ‘NGPF 35994 R’.

NGPY 35995

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35995 W’
22.11.1991 Reclassified from wagon ‘NGPY 35995 K’ to ’ wagon ‘NGPF 35995 D’.
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NGPY 35996

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35996 X’
26.09.1991 Reclassified from wagon ‘NGPY 35996 T’ to ’ wagon ‘NGBF 35996 Q’.

NGPY 35997

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35997 R’
01.08.1991 Reclassified from wagon ‘NGPY 35997 F’ to ’ wagon ‘NGPF 35997 V’.

NGPY 35998

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35998 D’
18.03.1991 Reclassified from wagon ‘NGPY 35998 Y’ to ’ wagon ‘NGPF 35998 H’.

NGPY 35999

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35999 M’
20.11.1992 Reclassified from wagon ‘NGPY 35999 A’ to ’ wagon ‘NGPF 35999 Q’.

NGPY 36000

01.08.1991 Reclassified from wagon ‘NGPY 36000 U’ to ’ wagon ‘NGPF 36000 N’.

NGPY 36001

10.10.1991 Reclassified from wagon ‘NGPY 36001 G’ to ’ wagon ‘NGPF 36001 W’.

NGPY 36003

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36003 N’
29.11.1991 Reclassified from wagon ‘NGPY 36003 B’ to ’ wagon ‘NGPF 36003 R’.

NGPY 36004

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36004 W’
09.08.1991 Reclassified from wagon ‘NGPY 36004 K’ to ’ wagon ‘NGPF 36004 D’.
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NGPY 36005

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36005 X’
29.11.1989 Reclassified from wagon ‘NGPY 36005 T’ to ’ wagon ‘NGPF 36005 M’.

NGPY 36006

Details: wagon ‘NGPY 36006 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36006R
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36006 R’

NGPY 36007

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36007 D’
14.02.1991 Reclassified from wagon ‘NGPY 36007 Y’ to ’ wagon ‘NGPF 36007 H’.

NGPY 36008

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36008 M’
26.09.1991 Reclassified from wagon ‘NGPY 36008 A’ to ’ wagon ‘NGPF 36008 Q’.

NGPY 36009

Details: wagon ‘NGPY 36009 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36009V
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36009 V’

NGPY 36010

Details: wagon ‘NGPY 36010 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36010R
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36010 R’

NGPY 36011

23.06.1989 Reclassified from wagon ‘NGPY 36011 Y’ to ’ wagon ‘NGTY 36011 D’.
24.04.1991 Reclassified from wagon ‘NGPY 36011 Y’ to ’ wagon ‘NGPF 36011 H’.
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NGPY 36012

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36012 M’
26.03.1994 Reclassified from wagon ‘NGPY 36012 A’ to ’ wagon ‘NGPF 36012 Q’.

NGPY 36013

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36013 V’
06.12.1991 Reclassified from wagon ‘NGPY 36013 J’ to ’ wagon ‘NGPF 36013 C’.

NGPY 36014

23.06.1989 Reclassified from wagon ‘NGPY 36014 S’ to ’ wagon ‘NGTY 36014 H’.
26.11.1990 Reclassified from wagon ‘NGPY 36014 S’ to ’ wagon ‘NGPF 36014 L’.

NGPY 36015

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36015 Q’
29.11.1991 Reclassified from wagon ‘NGPY 36015 E’ to ’ wagon ‘NGPF 36015 U’.

NGPY 36016

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36016 C’
27.02.1995 Reclassified from wagon ‘NGPY 36016 N’ to ’ wagon ‘NGPF 36016 G’.

NGPY 36017

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36017 L’
14.02.1991 Reclassified from wagon ‘NGPY 36017 W’ to ’ wagon ‘NGPF 36017 P’.

NGPY 36018

20.11.1992 Reclassified from wagon ‘NGPY 36018 X’ to ’ wagon ‘NGPF 36018 B’.

NGPY 36019

Details: wagon ‘NGPY 36019 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36019G
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36019 G’

NGPY 36020

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36020 C’
29.11.1989 Reclassified from wagon ‘NGPY 36020 N’ to ’ wagon ‘NGPF 36020 G’.

NGPY 36021

27.09.1991 Reclassified from wagon ‘NGPY 36021 W’ to ’ wagon ‘NGPF 36021 P’.

NGPY 36023

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36023 G’
14.02.1991 Reclassified from wagon ‘NGPY 36023 R’ to ’ wagon ‘NGPF 36023 K’.

NGPY 36024

Details: wagon ‘NGPY 36024 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGTY36024P
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36024 P’

NGPY 36025

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36025 B’
15.02.1994 Reclassified from wagon ‘NGPY 36025 M’ to ’ wagon ‘NGPF 36025 F’.

NGPY 36026

12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36026 K’
09.08.1991 Reclassified from wagon ‘NGPY 36026 V’ to ’ wagon ‘NGPF 36026 Y’.

NGPY 36027

Details: wagon ‘NGPY 36027 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36027T
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36027 T’
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NGPY 36028

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36028 F’
13.04.1990 Reclassified from wagon ‘NGPY 36028 Q’ to ’ wagon ‘NGPF 36028 J’.

NGPY 36029

23.06.1989 Reclassified from wagon ‘NGPY 36029 C’ to ’ wagon ‘NGTY 36029 Y’.
14.04.1990 Reclassified from wagon ‘NGPY 36029 C’ to ’ wagon ‘NGPF 36029 S’.

NGPY 36030

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36030 K’
25.09.1991 Reclassified from wagon ‘NGPY 36030 V’ to ’ wagon ‘NGPF 36030 Y’.

NGPY 36031

Details: wagon ‘NGPY 36031 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36031T
BSG Code: NSHG

Capacity of 56 tonnes

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36031 T’

NGPY 36032

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36032 F’
14.02.1991 Reclassified from wagon ‘NGPY 36032 Q’ to ’ wagon ‘NGPF 36032 J’.
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NGPY 36033

24.04.1991 Reclassified from wagon ‘NGPY 36033 C’ to ’ wagon ‘NGPF 36033 S’.

NGPY 36034

23.06.1989 Reclassified from wagon ‘NGPY 36034 L’ to ’ wagon ‘NGTY 36034 A’.

NGPY 36035

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36035 J’
14.02.1991 Reclassified from wagon ‘NGPY 36035 U’ to ’ wagon ‘NGPF 36035 N’.

NGPY 36036

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36036 S’
01.08.1991 Reclassified from wagon ‘NGPY 36036 G’ to ’ wagon ‘NGPF 36036 W’.

NGPY 36037

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36037 E’
01.02.1995 Reclassified from wagon ‘NGPY 36037 P’ to ’ wagon ‘NGPF 36037 X’.

NGPY 36038

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36038 N’
27.09.1991 Reclassified from wagon ‘NGPY 36038 B’ to ’ wagon ‘NGPF 36038 R’.

NGPY 36039

23.06.1989 Reclassified from wagon ‘NGPY 36039 K’ to ’ wagon ‘NGTY 36039 W’.

NGPY 36040

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36040 S’
30.07.1991 Reclassified from wagon ‘NGPY 36040 G’ to ’ wagon ‘NGPF 36040 W’.

NGPY 36041

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
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16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 36041 E’

29.11.1989 Reclassified from wagon ‘NGPY 36041 P’ to ’ wagon ‘NGPF 36041 X’.

NGPY 36042

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36042 N’
14.02.1991 Reclassified from wagon ‘NGPY 36042 B’ to ’ wagon ‘NGPF 36042 R’.

NGPY 36043

23.03.1993 Reclassified from wagon ‘NGPY 36043 K’ to ’ wagon ‘NGPF 36043 D’.

NGPY 36044

13.04.1990 Reclassified from wagon ‘NGPY 36044 T’ to ’ wagon ‘NGPF 36044 M’.

NGPY 36045

Details: wagon ‘NGPY 36045 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36045 R’

NGPY 36046

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36046 D’
12.12.1989 Reclassified from wagon ‘NGPY 36046 Y’ to ’ wagon ‘NGPF 36046 H’.
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NGPY 36047

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36047 M’
26.03.1994 Reclassified from wagon ‘NGPY 36047 A’ to ’ wagon ‘NGPF 36047 Q’.

NGPY 36048

13.04.1990 Reclassified from wagon ‘NGPY 36048 J’ to ’ wagon ‘NGPF 36048 C’.

NGPY 36049

26.06.1989 Reclassified from wagon ‘NGPY 36049 S’ to ’ wagon ‘NGTY 36049 H’.
14.02.1991 Reclassified from wagon ‘NGPY 36049 S’ to ’ wagon ‘NGPF 36049 L’.

NGPY 36050

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36050 D’
18.03.1991 Reclassified from wagon ‘NGPY 36050 Y’ to ’ wagon ‘NGPF 36050 H’.

NGPY 36051

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36051 M’
14.04.1990 Reclassified from wagon ‘NGPY 36051 A’ to ’ wagon ‘NGPF 36051 Q’.

NGPY 36052

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36052 V’
29.11.1991 Reclassified from wagon ‘NGPY 36052 J’ to ’ wagon ‘NGPF 36052 C’.

NGPY 36053

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36053 H’
23.03.1993 Reclassified from wagon ‘NGPY 36053 S’ to ’ wagon ‘NGPF 36053 L’.

NGPY 36054

23.06.1989 Reclassified from wagon ‘NGPY 36054 E’ to ’ wagon ‘NGTY 36054 Q’.
14.02.1991 Reclassified from wagon ‘NGPY 36054 E’ to ’ wagon ‘NGPF 36054 U’.
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NGPY 36055

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36055 C’
29.11.1991 Reclassified from wagon ‘NGPY 36055 N’ to ’ wagon ‘NGPF 36055 G’.

NGPY 36056

09.08.1991 Reclassified from wagon ‘NGPY 36056 W’ to ’ wagon ‘NGPF 36056 P’.

NGPY 36057

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36057 U’
12.12.1989 Reclassified from wagon ‘NGPY 36057 X’ to ’ wagon ‘NGPF 36057 B’.

NGPY 36058

Details: wagon ‘NGPY 36058 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGPY 36060

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36060 L’
14.02.1991 Reclassified from wagon ‘NGPY 36060 W’ to ’ wagon ‘NGPF 36060 P’.

NGPY 36062

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36062 G’
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29.11.1991 Reclassified from wagon ‘NGPY 36062 R’ to ’ wagon ‘NGPF 36062 K’.

NGPY 36063

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36063 P’
29.11.1991 Reclassified from wagon ‘NGPY 36063 D’ to ’ wagon ‘NGPF 36063 T’.

NGPY 36064

Details: wagon ‘NGPY 36064 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36064 B’

NGPY 36065

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36065 K’
11.03.1992 Reclassified from wagon ‘NGPY 36065 V’ to ’ wagon ‘NGPF 36065 Y’.

NGPY 36066

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36066 T’
24.04.1991 Reclassified from wagon ‘NGPY 36066 H’ to ’ wagon ‘NGPF 36066 A’.
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NGPY 36068

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36068 Y’
12.06.1994 Reclassified from wagon ‘NGPY 36068 C’ to ’ wagon ‘NGPF 36068 S’.

NGPY 36069

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36069 A’
21.12.1990 Reclassified from wagon ‘NGPY 36069 L’ to ’ wagon ‘NGPF 36069 E’.

NGPY 36070

Details: wagon ‘NGPY 36070 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36070 T’

NGPY 36071

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36071 F’
19.12.1994 Reclassified from wagon ‘NGPY 36071 Q’ to ’ wagon ‘NGPF 36071 J’.

NGPY 36072

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36072 Y’
27.09.1991 Reclassified from wagon ‘NGPY 36072 C’ to ’ wagon ‘NGPF 36072 S’.
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NGPY 36073

Details: wagon ‘NGPY 36073 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36073A
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36073 A’

NGPY 36074

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36074 J’
13.04.1990 Reclassified from wagon ‘NGPY 36074 U’ to ’ wagon ‘NGPF 36074 N’.

NGPY 36075

Details: wagon ‘NGPY 36075 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes
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16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36075 S’

NGPY 36076

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36076 E’
28.11.1994 Reclassified from wagon ‘NGPY 36076 P’ to ’ wagon ‘NGPF 36076 X’.

NGPY 36078

26.03.1994 Reclassified from wagon ‘NGPY 36078 K’ to ’ wagon ‘NGPF 36078 D’.

NGPY 36079

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36079 X’
24.04.1991 Reclassified from wagon ‘NGPY 36079 T’ to ’ wagon ‘NGPF 36079 M’.

NGPY 36080

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36080 E’
13.04.1990 Reclassified from wagon ‘NGPY 36080 P’ to ’ wagon ‘NGPF 36080 X’.

NGPY 36081

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36081 N’
13.12.1994 Reclassified from wagon ‘NGPY 36081 B’ to ’ wagon ‘NGPF 36081 R’.

NGPY 36082

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36082 W’

NGPY 36083

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36083 X’
12.12.1989 Reclassified from wagon ‘NGPY 36083 T’ to ’ wagon ‘NGPF 36083 M’.
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NGPY 36084

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36084 R’
29.11.1989 Reclassified from wagon ‘NGPY 36084 F’ to ’ wagon ‘NGPF 36084 V’.

NGPY 36085

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36085 D’
12.12.1989 Reclassified from wagon ‘NGPY 36085 Y’ to ’ wagon ‘NGPF 36085 H’.

NGPY 36086

Details: wagon ‘NGPY 36086 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36086M
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36086 M’
15.04.1995 Repair ‘VEHICLE COMPLETE’.

NGPY 36087

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36087 V’
29.11.1991 Reclassified from wagon ‘NGPY 36087 J’ to ’ wagon ‘NGPF 36087 C’.

NGPY 36088

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 36088 H’

09.03.1994 Reclassified from wagon ‘NGPY 36088 S’ to ’ wagon ‘NGPF 36088 L’.

NGPY 36089

Details: wagon ‘NGPY 36089 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36089 Q
BSG Code: NSHG

Capacity of 60 tonnes

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36089 Q’

NGPY 36090

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36090 M’
25.09.1991 Reclassified from wagon ‘NGPY 36090 A’ to ’ wagon ‘NGPF 36090 Q’.

NGPY 36091

Details: wagon ‘NGPY 36091 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
Remarks: EX NGTY36091V
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36091 V’

NGPY 36092

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36092 H’
17.06.1991 Reclassified from wagon ‘NGPY 36092 S’ to ’ wagon ‘NGPF 36092 L’.

NGPY 36093

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36093 Q’
18.03.1991 Reclassified from wagon ‘NGPY 36093 E’ to ’ wagon ‘NGPF 36093 U’.

NGPY 36094

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36094 C’

NGPY 36095

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36095 L’
29.11.1989 Reclassified from wagon ‘NGPY 36095 W’ to ’ wagon ‘NGPF 36095 P’.

NGPY 36097

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36097 G’
14.02.1991 Reclassified from wagon ‘NGPY 36097 R’ to ’ wagon ‘NGPF 36097 K’.

NGPY 36098

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36098 P’
14.02.1991 Reclassified from wagon ‘NGPY 36098 D’ to ’ wagon ‘NGPF 36098 T’.
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NGPY 36099

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36099 B’
29.11.1989 Reclassified from wagon ‘NGPY 36099 M’ to ’ wagon ‘NGPF 36099 F’.

NGPY 36100

Details: wagon ‘NGPY 36100 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36100 Q
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36100 Q’

NGPY 36101

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36101 C’
29.11.1991 Reclassified from wagon ‘NGPY 36101 N’ to ’ wagon ‘NGPF 36101 G’.

NGPY 36102

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36102 L’
21.12.1990 Reclassified from wagon ‘NGPY 36102 W’ to ’ wagon ‘NGPF 36102 P’.

NGPY 36103

Details: wagon ‘NGPY 36103 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36103 U’

NGPY 36104

12.12.1989 Reclassified from wagon ‘NGPY 36104 R’ to ’ wagon ‘NGPF 36104 K’.

NGPY 36105

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36105 P’
08.10.1991 Reclassified from wagon ‘NGPY 36105 D’ to ’ wagon ‘NGPF 36105 T’.

NGPY 36106

Details: wagon ‘NGPY 36106 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHG

Capacity of 60 tonnes
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16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36106 B’

NGPY 36107

Details: wagon ‘NGPY 36107 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY36107K
BSG Code: NSHG

Capacity of 60 tonnes

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36107 K’

NGPY 36108

Details: wagon ‘NGPY 36108 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36108 T
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 36108 T’

NGPY 36109

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36109 F’
10.06.1993 Reclassified from wagon ‘NGPY 36109 Q’ to ’ wagon ‘NGPF 36109 J’.

NGPY 36111

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36111 K’
29.11.1989 Reclassified from wagon ‘NGPY 36111 V’ to ’ wagon ‘NGPF 36111 Y’.

NGPY 36112

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36112 T’
29.11.1991 Reclassified from wagon ‘NGPY 36112 H’ to ’ wagon ‘NGPF 36112 A’.

NGPY 36114

30.04.1990 Reclassified from wagon ‘NGPY 36114 C’ to ’ wagon ‘NGPF 36114 S’.

NGPY 36115

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36115 A’
13.04.1990 Reclassified from wagon ‘NGPY 36115 L’ to ’ wagon ‘NGPF 36115 E’.

NGPY 36116

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36116 J’
27.02.1995 Reclassified from wagon ‘NGPY 36116 U’ to ’ wagon ‘NGPF 36116 N’.

NGPY 36119

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36119 N’
29.11.1991 Reclassified from wagon ‘NGPY 36119 B’ to ’ wagon ‘NGPF 36119 R’.
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NGPY 36120

Details: wagon ‘NGPY 36120 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36120 J
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36120 J’

NGPY 36121

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36121 S’
14.02.1991 Reclassified from wagon ‘NGPY 36121 G’ to ’ wagon ‘NGPF 36121 W’.

NGPY 36122

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36122 E’
31.10.1991 Reclassified from wagon ‘NGPY 36122 P’ to ’ wagon ‘NGPF 36122 X’.

NGPY 36123

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36123 N’
13.12.1994 Reclassified from wagon ‘NGPY 36123 B’ to ’ wagon ‘NGPF 36123 R’.

NGPY 36124

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36124 W’
01.02.1995 Reclassified from wagon ‘NGPY 36124 K’ to ’ wagon ‘NGPF 36124 D’.
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NGPY 36125

Details: wagon ‘NGPY 36125 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36125 X’

NGPY 36126

23.06.1989 Reclassified from wagon ‘NGPY 36126 F’ to ’ wagon ‘NGTY 36126 R’.

NGPY 36127

30.10.1991 Repair ‘VEHICLE RECLASSIFY’.
30.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36127 D’
23.03.1993 Reclassified from wagon ‘NGPY 36127 Y’ to ’ wagon ‘NGPF 36127 H’.

NGPY 36128

Details: wagon ‘NGPY 36128 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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Remarks: EX NGTY 36128 M
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36128 M’

NGPY 36129

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36129 V’
14.04.1990 Reclassified from wagon ‘NGPY 36129 J’ to ’ wagon ‘NGPF 36129 C’.

NGPY 36130

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36130 R’
14.02.1991 Reclassified from wagon ‘NGPY 36130 F’ to ’ wagon ‘NGPF 36130 V’.

NGPY 36131

26.06.1989 Reclassified from wagon ‘NGPY 36131 Y’ to ’ wagon ‘NGTY 36131 D’.

NGPY 36132

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36132 M’
27.02.1995 Reclassified from wagon ‘NGPY 36132 A’ to ’ wagon ‘NGPF 36132 Q’.

NGPY 36133

18.10.1989 Repair ‘VEHICLE RECLASSIFY’.
18.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36133 V’
26.03.1994 Reclassified from wagon ‘NGPY 36133 J’ to ’ wagon ‘NGPF 36133 C’.

NGPY 36134

12.12.1989 Reclassified from wagon ‘NGPY 36134 S’ to ’ wagon ‘NGPF 36134 L’.

NGPY 36135

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36135 Q’
12.12.1989 Reclassified from wagon ‘NGPY 36135 E’ to ’ wagon ‘NGPF 36135 U’.
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NGPY 36136

26.06.1989 Reclassified from wagon ‘NGPY 36136 N’ to ’ wagon ‘NGTY 36136 C’.
24.04.1991 Reclassified from wagon ‘NGPY 36136 N’ to ’ wagon ‘NGPF 36136 G’.

NGPY 36138

Details: wagon ‘NGPY 36138 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36138 U
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36138 U’

NGPY 36139

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36139 G’
24.04.1991 Reclassified from wagon ‘NGPY 36139 R’ to ’ wagon ‘NGPF 36139 K’.

NGPY 36140

Details: wagon ‘NGPY 36140 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW

8198



2.418. Wagon classification starting with ‘NGP’

Intended Use: GRAIN BULK
Remarks: EX NGTY 36140
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36140 C’

NGPY 36141

29.11.1991 Reclassified from wagon ‘NGPY 36141 W’ to ’ wagon ‘NGPF 36141 P’.

NGPY 36142

24.04.1991 Reclassified from wagon ‘NGPY 36142 X’ to ’ wagon ‘NGPF 36142 B’.

NGPY 36145

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36145 B’
26.10.1990 Reclassified from wagon ‘NGPY 36145 M’ to ’ wagon ‘NGPF 36145 F’.

NGPY 36146

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36146 K’
21.12.1990 Reclassified from wagon ‘NGPY 36146 V’ to ’ wagon ‘NGPF 36146 Y’.

NGPY 36147

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36147 T’
01.08.1991 Reclassified from wagon ‘NGPY 36147 H’ to ’ wagon ‘NGPF 36147 A’.

NGPY 36148

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36148 F’
17.04.1993 Reclassified from wagon ‘NGPY 36148 Q’ to ’ wagon ‘NGPF 36148 J’.

NGPY 36149

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
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16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NGTY 36149 Y’

24.04.1991 Reclassified from wagon ‘NGPY 36149 C’ to ’ wagon ‘NGPF 36149 S’.

NGPY 36150

Details: wagon ‘NGPY 36150 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36150 K
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36150 K’

NGPY 36151

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36151 T’
15.02.1994 Reclassified from wagon ‘NGPY 36151 H’ to ’ wagon ‘NGPF 36151 A’.

NGPY 36152

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36152 F’
08.10.1991 Reclassified from wagon ‘NGPY 36152 Q’ to ’ wagon ‘NGPF 36152 J’.

NGPY 36153

Details: wagon ‘NGPY 36153 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36153 Y
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36153 Y’

NGPY 36154

Details: wagon ‘NGPY 36154 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36154 A
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36154 A’

NGPY 36155

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36155 J’
30.07.1991 Reclassified from wagon ‘NGPY 36155 U’ to ’ wagon ‘NGPF 36155 N’.
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NGPY 36156

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36156 S’
23.03.1993 Reclassified from wagon ‘NGPY 36156 G’ to ’ wagon ‘NGPF 36156 W’.

NGPY 36157

Details: wagon ‘NGPY 36157 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGPY 36158

Details: wagon ‘NGPY 36158 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36158
BSG Code: NSHG

Capacity of 60 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36158 N’
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NGPY 36159

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36159 W’
24.04.1991 Reclassified from wagon ‘NGPY 36159 K’ to ’ wagon ‘NGPF 36159 D’.

NGPY 36160

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36160 S’
29.11.1991 Reclassified from wagon ‘NGPY 36160 G’ to ’ wagon ‘NGPF 36160 W’.

NGPY 36161

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36161 E’
24.04.1991 Reclassified from wagon ‘NGPY 36161 P’ to ’ wagon ‘NGPF 36161 X’.

NGPY 36162

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36162 N’
27.09.1991 Reclassified from wagon ‘NGPY 36162 B’ to ’ wagon ‘NGPF 36162 R’.

NGPY 36163

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36163 W’
24.04.1991 Reclassified from wagon ‘NGPY 36163 K’ to ’ wagon ‘NGPF 36163 D’.

NGPY 36164

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36164 X’
24.04.1991 Reclassified from wagon ‘NGPY 36164 T’ to ’ wagon ‘NGPF 36164 M’.

NGPY 36165

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36165 R’
12.12.1989 Reclassified from wagon ‘NGPY 36165 F’ to ’ wagon ‘NGPF 36165 V’.
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NGPY 36166

Details: wagon ‘NGPY 36166 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36166 D
BSG Code: NSHG

Capacity of 60 tonnes

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36166 D’

NGPY 36167

23.06.1989 Reclassified from wagon ‘NGPY 36167 A’ to ’ wagon ‘NGTY 36167 M’.
14.02.1991 Reclassified from wagon ‘NGPY 36167 A’ to ’ wagon ‘NGPF 36167 Q’.

NGPY 36168

18.10.1989 Repair ‘VEHICLE RECLASSIFY’.
18.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36168 V’
18.03.1991 Reclassified from wagon ‘NGPY 36168 J’ to ’ wagon ‘NGPF 36168 C’.

NGPY 36169

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36169 H’
11.03.1992 Reclassified from wagon ‘NGPY 36169 S’ to ’ wagon ‘NGPF 36169 L’.

NGPY 36170

23.06.1989 Reclassified from wagon ‘NGPY 36170 Y’ to ’ wagon ‘NGTY 36170 D’.
14.02.1991 Reclassified from wagon ‘NGPY 36170 Y’ to ’ wagon ‘NGPF 36170 H’.

NGPY 36171

23.06.1989 Reclassified from wagon ‘NGPY 36171 A’ to ’ wagon ‘NGTY 36171 M’.
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NGPY 36173

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36173 H’
22.11.1991 Reclassified from wagon ‘NGPY 36173 S’ to ’ wagon ‘NGPF 36173 L’.

NGPY 36174

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36174 Q’
14.02.1991 Reclassified from wagon ‘NGPY 36174 E’ to ’ wagon ‘NGPF 36174 U’.

NGPY 36175

23.06.1989 Reclassified from wagon ‘NGPY 36175 N’ to ’ wagon ‘NGTY 36175 C’.
13.04.1990 Reclassified from wagon ‘NGPY 36175 N’ to ’ wagon ‘NGPF 36175 G’.

NGPY 36176

23.06.1989 Reclassified from wagon ‘NGPY 36176 W’ to ’ wagon ‘NGTY 36176 L’.
29.11.1989 Reclassified from wagon ‘NGPY 36176 W’ to ’ wagon ‘NGPF 36176 P’.

NGPY 36177

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36177 U’
29.11.1989 Reclassified from wagon ‘NGPY 36177 X’ to ’ wagon ‘NGPF 36177 B’.

NGPY 36178

27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36178 G’
29.11.1989 Reclassified from wagon ‘NGPY 36178 R’ to ’ wagon ‘NGPF 36178 K’.

NGPY 36179

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36179 P’
31.08.1991 Reclassified from wagon ‘NGPY 36179 D’ to ’ wagon ‘NGPF 36179 T’.

NGPY 36180

Details: wagon ‘NGPY 36180 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36180 L
BSG Code: NSHG

Capacity of 60 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36180 L’

NGPY 36181

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36181 U’
14.02.1991 Reclassified from wagon ‘NGPY 36181 X’ to ’ wagon ‘NGPF 36181 B’.

NGPY 36182

08.10.1991 Reclassified from wagon ‘NGPY 36182 R’ to ’ wagon ‘NGPF 36182 K’.

NGPY 36183

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36183 P’
01.08.1991 Reclassified from wagon ‘NGPY 36183 D’ to ’ wagon ‘NGPF 36183 T’.

NGPY 36184

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36184 B’
24.04.1991 Reclassified from wagon ‘NGPY 36184 M’ to ’ wagon ‘NGPF 36184 F’.

NGPY 36185

Details: wagon ‘NGPY 36185 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36185 K
BSG Code: NSHG

Capacity of 60 tonnes

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36185 K’

NGPY 36186

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36186 T’
14.04.1992 Reclassified from wagon ‘NGPY 36186 H’ to ’ wagon ‘NGPF 36186 A’.

NGPY 36187

Details: wagon ‘NGPY 36187 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36187 Q
BSG Code: NSHG

Capacity of 60 tonnes

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36187 F’
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NGPY 36188

Details: wagon ‘NGPY 36188 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGPY 36189

Details: wagon ‘NGPY 36189 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGPY 36190

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36190 T’
11.10.1991 Reclassified from wagon ‘NGPY 36190 H’ to ’ wagon ‘NGPF 36190 A’.
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NGPY 36191

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36191 F’
28.07.1993 Reclassified from wagon ‘NGPY 36191 Q’ to ’ wagon ‘NGPF 36191 J’.

NGPY 36192

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36192 Y’
26.09.1991 Reclassified from wagon ‘NGPY 36192 C’ to ’ wagon ‘NGPF 36192 S’.

NGPY 36193

14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36193 A’
11.03.1992 Reclassified from wagon ‘NGPY 36193 L’ to ’ wagon ‘NGPF 36193 E’.

NGPY 36194

Details: wagon ‘NGPY 36194 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36194 J
BSG Code: NSHG

Capacity of 60 tonnes

17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36194 J’

NGPY 36195

16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36195 S’
14.02.1991 Reclassified from wagon ‘NGPY 36195 G’ to ’ wagon ‘NGPF 36195 W’.
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NGPY 36196

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36196 E’
29.11.1991 Reclassified from wagon ‘NGPY 36196 P’ to ’ wagon ‘NGPF 36196 X’.

NGPY 36197

Details: wagon ‘NGPY 36197 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36197 N
BSG Code: NSHG

Capacity of 60 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36197 N’

NGPY 36198

Details: wagon ‘NGPY 36198 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36198 W
BSG Code: NSHG

Capacity of 60 tonnes
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17.10.1989 Repair ‘VEHICLE RECLASSIFY’.
17.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36198 W’

NGPY 36199

Details: wagon ‘NGPY 36199 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGTY 36199 X
BSG Code: NSHG

Capacity of 60 tonnes

13.10.1989 Repair ‘VEHICLE RECLASSIFY’.
13.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36199 X’

NGPY 36200

18.11.1989 Repair ‘VEHICLE RECLASSIFY’.
18.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 36200 A’
13.12.1994 Reclassified from wagon ‘NGPY 36200 L’ to ’ wagon ‘NGPF 36200 E’.

2.419 Wagon classification starting with ‘NGR’

NGRX 30577

Details: wagon ‘NGRX 30577 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGDX 30577
BSG Code: NXHG

Capacity of 56 tonnes

NGRX 30630

Details: wagon ‘NGRX 30630 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGAX 30630 B
BSG Code: NXHZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30630 B’

NGRX 30635

Details: wagon ‘NGRX 30635 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGAX30635
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BSG Code: NXHZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30635 A’

NGRX 30636

Details: wagon ‘NGRX 30636 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGAX 30636
BSG Code: NXHZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30636 J’

NGRX 30687

Details: wagon ‘NGRX 30687 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30687M
BSG Code: NSHG
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Capacity of 56 tonnes

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30687 M’

NGRX 30705

Details: wagon ‘NGRX 30705 L’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXHZ

Capacity of 56 tonnes

NGRX 30720

Details: wagon ‘NGRX 30720 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGAX 30720 A
BSG Code: NXHG

Capacity of 56 tonnes

24.09.1990 Repair ‘VEHICLE RECLASSIFY’.
24.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30720 A’

8214



2.419. Wagon classification starting with ‘NGR’

NGRX 30726

Details: wagon ‘NGRX 30726 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGDX 30726
BSG Code: NXHG

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGDX 30726 R’

NGRX 30727

Details: wagon ‘NGRX 30727 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXHZ

Capacity of 56 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGAX 30727 R’
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NGRX 30736

Details: wagon ‘NGRX 30736 V’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXHZ

Capacity of 56 tonnes

2.420 Wagon classification starting with ‘NGS’

NGSA 28661

Details: wagon ‘NGSA 28661 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 28661 D
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28661 D’

NGSA 28669

Details: wagon ‘NGSA 28669 T’ in AN ‘Mainland Division’.
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2.420. Wagon classification starting with ‘NGS’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 28669G
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28669 G’

NGSA 28716

Details: wagon ‘NGSA 28716 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: NPBF28716P
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28716 P’

NGSA 28731

Details: wagon ‘NGSA 28731 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGBF 28731 J
BSG Code: NSHZ

Capacity of 56 tonnes

24.10.1990 Repair ‘VEHICLE RECLASSIFY’.
24.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28731 J’

NGSA 28734

Details: wagon ‘NGSA 28734 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 28734 N
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28734 N’

NGSA 28828

Details: wagon ‘NGSA 28828 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 28828C
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28828 C’

NGSA 28836

Details: wagon ‘NGSA 28836 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 28836P
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28836 P’

NGSA 28875

Details: wagon ‘NGSA 28875 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 28875P
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28875 P’

NGSA 28901

Details: wagon ‘NGSA 28901 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 28901 W
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28901 W’

NGSA 28920

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28920 G’
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NGSA 28931

Details: wagon ‘NGSA 28931 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 28931A
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28931 A’

NGSA 28952

Details: wagon ‘NGSA 28952 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 28952C
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28952 C’

8221



2. TIMS GROUP INFORMATION - WAGONS

NGSA 28964

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28964 F’

NGSA 29042

Details: wagon ‘NGSA 29042 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 29042 G
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29042 G’

NGSA 29053

Details: wagon ‘NGSA 29053 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 29053 A
BSG Code: NSHG

Capacity of 53 tonnes
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12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29053 A’

NGSA 29059

Details: wagon ‘NGSA 29059 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 29059 X
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29059 X’

NGSA 29063

Details: wagon ‘NGSA 29063 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 29063 X
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
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12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NPBF 29063 X’

NGSA 29075

Details: wagon ‘NGSA 29075 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 29075L
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29075 L’

NGSA 29126

Details: wagon ‘NGSA 29126 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 29126K
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29126 K’
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NGSA 29129

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29129 Y’

NGSA 29162

Details: wagon ‘NGSA 29162 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 29162G
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29162 G’

NGSA 29217

Details: wagon ‘NGSA 29217 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 29217 S
BSG Code: NSHG

Capacity of 53 tonnes
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12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29217 S’

NGSA 29273

Details: wagon ‘NGSA 29273 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 29273H
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29273 H’

NGSA 29278

Details: wagon ‘NGSA 29278 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPSF 29278 L
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
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12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NPSF 29278 L’

NGSA 29326

Details: wagon ‘NGSA 29326 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 29326B
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29326 B’

NGSA 29370

Details: wagon ‘NGSA 29370 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 29370 K
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29370 K’
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NGSA 29372

Details: wagon ‘NGSA 29372 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 29372F
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29372 F’

NGSA 32110

Details: wagon ‘NGSA 32110 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: X NPBF 32110D
BSG Code: NSHC

Capacity of 63 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 32110 D’
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NGSA 32500

Details: wagon ‘NGSA 32500 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NPBF 32500 A
BSG Code: NSHG

Capacity of 53 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 32500 A’

2.421 Wagon classification starting with ‘NGT’

NGTF 35741

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35741 B’
21.01.1994 Reclassified from wagon ‘NGTF 35741 R’ to ’ wagon ‘NGGF 35741 B’.

NGTF 35795

Details: wagon ‘NGTF 35795 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGTY
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BSG Code: NSHZ

Capacity of 56 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35795 X’

NGTF 35801

Details: wagon ‘NGTF 35801 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGTY
BSG Code: NSHZ

Capacity of 56 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35801 W’

NGTF 35822

Details: wagon ‘NGTF 35822 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGTY
BSG Code: NSHG
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Capacity of 60 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGTY 35822 B’

NGTY 34846

Details: wagon ‘NGTY 34846 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 56 tonnes

NGTY 35701

29.11.1989 Reclassified from wagon ‘NGTY 35701 P’ to ’ wagon ‘NGGF 35701 P’.

NGTY 35702

29.11.1989 Reclassified from wagon ‘NGTY 35702 B’ to ’ wagon ‘NGGF 35702 B’.

NGTY 35703

29.11.1989 Reclassified from wagon ‘NGTY 35703 K’ to ’ wagon ‘NGGF 35703 K’.

NGTY 35704

29.11.1989 Reclassified from wagon ‘NGTY 35704 T’ to ’ wagon ‘NGGF 35704 T’.

NGTY 35705

30.11.1989 Reclassified from wagon ‘NGTY 35705 F’ to ’ wagon ‘NGGF 35705 F’.

NGTY 35706

30.11.1989 Reclassified from wagon ‘NGTY 35706 Y’ to ’ wagon ‘NGGF 35706 Y’.
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NGTY 35707

25.01.1995 Reclassified from wagon ‘NGTY 35707 A’ to ’ wagon ‘NGGF 35707 A’.

NGTY 35708

30.11.1989 Reclassified from wagon ‘NGTY 35708 J’ to ’ wagon ‘NGGF 35708 J’.

NGTY 35709

14.04.1990 Reclassified from wagon ‘NGTY 35709 S’ to ’ wagon ‘NGGF 35709 S’.

NGTY 35710

06.10.1989 Reclassified from wagon ‘NGTY 35710 Y’ to ’ wagon ‘NGGF 35710 Y’.

NGTY 35711

30.11.1989 Reclassified from wagon ‘NGTY 35711 A’ to ’ wagon ‘NGGF 35711 A’.

NGTY 35712

14.04.1990 Reclassified from wagon ‘NGTY 35712 J’ to ’ wagon ‘NGGF 35712 J’.

NGTY 35713

14.04.1990 Reclassified from wagon ‘NGTY 35713 S’ to ’ wagon ‘NGGF 35713 S’.

NGTY 35714

30.11.1989 Reclassified from wagon ‘NGTY 35714 E’ to ’ wagon ‘NGGF 35714 E’.

NGTY 35715

30.11.1989 Reclassified from wagon ‘NGTY 35715 N’ to ’ wagon ‘NGGF 35715 N’.

NGTY 35716

14.04.1990 Reclassified from wagon ‘NGTY 35716 W’ to ’ wagon ‘NGGF 35716 W’.

NGTY 35717

28.02.1990 Reclassified from wagon ‘NGTY 35717 X’ to ’ wagon ‘NGGF 35717 X’.

NGTY 35718

30.11.1989 Reclassified from wagon ‘NGTY 35718 R’ to ’ wagon ‘NGGF 35718 R’.

NGTY 35719

30.11.1989 Reclassified from wagon ‘NGTY 35719 D’ to ’ wagon ‘NGGF 35719 D’.
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NGTY 35720

30.11.1989 Reclassified from wagon ‘NGTY 35720 W’ to ’ wagon ‘NGGF 35720 W’.

NGTY 35721

30.11.1989 Reclassified from wagon ‘NGTY 35721 X’ to ’ wagon ‘NGGF 35721 X’.

NGTY 35722

30.11.1989 Reclassified from wagon ‘NGTY 35722 R’ to ’ wagon ‘NGGF 35722 R’.

NGTY 35723

30.11.1989 Reclassified from wagon ‘NGTY 35723 D’ to ’ wagon ‘NGGF 35723 D’.

NGTY 35724

30.11.1989 Reclassified from wagon ‘NGTY 35724 M’ to ’ wagon ‘NGGF 35724 M’.

NGTY 35725

11.12.1989 Reclassified from wagon ‘NGTY 35725 V’ to ’ wagon ‘NGGF 35725 V’.

NGTY 35727

11.02.1990 Reclassified from wagon ‘NGTY 35727 Q’ to ’ wagon ‘NGGF 35727 Q’.

NGTY 35728

30.11.1989 Reclassified from wagon ‘NGTY 35728 C’ to ’ wagon ‘NGGF 35728 C’.

NGTY 35729

30.11.1989 Reclassified from wagon ‘NGTY 35729 L’ to ’ wagon ‘NGGF 35729 L’.

NGTY 35730

11.12.1989 Reclassified from wagon ‘NGTY 35730 H’ to ’ wagon ‘NGGF 35730 H’.

NGTY 35731

11.12.1989 Reclassified from wagon ‘NGTY 35731 Q’ to ’ wagon ‘NGGF 35731 Q’.

NGTY 35732

30.11.1989 Reclassified from wagon ‘NGTY 35732 C’ to ’ wagon ‘NGGF 35732 C’.

NGTY 35733

30.11.1989 Reclassified from wagon ‘NGTY 35733 L’ to ’ wagon ‘NGGF 35733 L’.
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NGTY 35734

30.11.1989 Reclassified from wagon ‘NGTY 35734 U’ to ’ wagon ‘NGGF 35734 U’.

NGTY 35735

14.04.1990 Reclassified from wagon ‘NGTY 35735 G’ to ’ wagon ‘NGGF 35735 G’.

NGTY 35736

30.11.1989 Reclassified from wagon ‘NGTY 35736 P’ to ’ wagon ‘NGGF 35736 P’.

NGTY 35737

22.02.1990 Reclassified from wagon ‘NGTY 35737 B’ to ’ wagon ‘NGGF 35737 B’.

NGTY 35738

14.04.1990 Reclassified from wagon ‘NGTY 35738 K’ to ’ wagon ‘NGGF 35738 K’.

NGTY 35739

11.12.1989 Reclassified from wagon ‘NGTY 35739 T’ to ’ wagon ‘NGGF 35739 T’.

NGTY 35740

11.12.1989 Reclassified from wagon ‘NGTY 35740 P’ to ’ wagon ‘NGGF 35740 P’.

NGTY 35741

06.10.1989 Reclassified from wagon ‘NGTY 35741 B’ to ’ wagon ‘NGTF 35741 R’.

NGTY 35742

11.12.1989 Reclassified from wagon ‘NGTY 35742 K’ to ’ wagon ‘NGGF 35742 K’.

NGTY 35743

30.11.1989 Reclassified from wagon ‘NGTY 35743 T’ to ’ wagon ‘NGGF 35743 T’.

NGTY 35744

11.12.1989 Reclassified from wagon ‘NGTY 35744 F’ to ’ wagon ‘NGGF 35744 F’.

NGTY 35745

30.11.1989 Reclassified from wagon ‘NGTY 35745 Y’ to ’ wagon ‘NGGF 35745 Y’.

NGTY 35746

30.11.1989 Reclassified from wagon ‘NGTY 35746 A’ to ’ wagon ‘NGGF 35746 A’.
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NGTY 35747

30.11.1989 Reclassified from wagon ‘NGTY 35747 J’ to ’ wagon ‘NGGF 35747 J’.

NGTY 35748

14.04.1990 Reclassified from wagon ‘NGTY 35748 S’ to ’ wagon ‘NGGF 35748 S’.

NGTY 35749

11.12.1989 Reclassified from wagon ‘NGTY 35749 E’ to ’ wagon ‘NGGF 35749 E’.

NGTY 35751

11.12.1989 Reclassified from wagon ‘NGTY 35751 J’ to ’ wagon ‘NGGF 35751 J’.

NGTY 35752

30.11.1989 Reclassified from wagon ‘NGTY 35752 S’ to ’ wagon ‘NGGF 35752 S’.

NGTY 35753

30.11.1989 Reclassified from wagon ‘NGTY 35753 E’ to ’ wagon ‘NGGF 35753 E’.

NGTY 35754

11.12.1989 Reclassified from wagon ‘NGTY 35754 N’ to ’ wagon ‘NGGF 35754 N’.

NGTY 35755

30.11.1989 Reclassified from wagon ‘NGTY 35755 W’ to ’ wagon ‘NGGF 35755 W’.

NGTY 35756

11.12.1989 Reclassified from wagon ‘NGTY 35756 X’ to ’ wagon ‘NGGF 35756 X’.

NGTY 35757

11.12.1989 Reclassified from wagon ‘NGTY 35757 R’ to ’ wagon ‘NGGF 35757 R’.

NGTY 35758

11.12.1989 Reclassified from wagon ‘NGTY 35758 D’ to ’ wagon ‘NGGF 35758 D’.

NGTY 35759

11.12.1989 Reclassified from wagon ‘NGTY 35759 M’ to ’ wagon ‘NGGF 35759 M’.

NGTY 35760

30.11.1989 Reclassified from wagon ‘NGTY 35760 X’ to ’ wagon ‘NGGF 35760 X’.

8235



2. TIMS GROUP INFORMATION - WAGONS

NGTY 35761

14.04.1990 Reclassified from wagon ‘NGTY 35761 R’ to ’ wagon ‘NGGF 35761 R’.

NGTY 35762

14.04.1990 Reclassified from wagon ‘NGTY 35762 D’ to ’ wagon ‘NGGF 35762 D’.

NGTY 35763

13.04.1990 Reclassified from wagon ‘NGTY 35763 M’ to ’ wagon ‘NGGF 35763 M’.

NGTY 35764

13.04.1990 Reclassified from wagon ‘NGTY 35764 V’ to ’ wagon ‘NGGF 35764 V’.

NGTY 35765

13.04.1990 Reclassified from wagon ‘NGTY 35765 H’ to ’ wagon ‘NGGF 35765 H’.

NGTY 35766

13.04.1990 Reclassified from wagon ‘NGTY 35766 Q’ to ’ wagon ‘NGGF 35766 Q’.

NGTY 35767

13.04.1990 Reclassified from wagon ‘NGTY 35767 C’ to ’ wagon ‘NGGF 35767 C’.

NGTY 35768

Details: wagon ‘NGTY 35768 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGGF 35768 L
BSG Code: NSHG

Capacity of 60.4 tonnes

21.02.1990 Repair ‘VEHICLE RECLASSIFY’.
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21.02.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NGGF 35768 L’

22.02.1990 Repair ‘VEHICLE RECLASSIFY’.
22.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35768 L’
08.03.1990 Repair ‘VEHICLE RECLASSIFY’.
08.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35768 L’
24.03.1990 Repair ‘VEHICLE RECLASSIFY’.
24.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35768 L’
13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35768 L’
15.08.1990 Repair ‘VEHICLE RECLASSIFY’.
15.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGGF 35768 L’

NGTY 35769

13.04.1990 Reclassified from wagon ‘NGTY 35769 U’ to ’ wagon ‘NGGF 35769 U’.

NGTY 35770

13.04.1990 Reclassified from wagon ‘NGTY 35770 Q’ to ’ wagon ‘NGGF 35770 Q’.

NGTY 35771

13.04.1990 Reclassified from wagon ‘NGTY 35771 C’ to ’ wagon ‘NGGF 35771 C’.

NGTY 35772

13.04.1990 Reclassified from wagon ‘NGTY 35772 L’ to ’ wagon ‘NGGF 35772 L’.

NGTY 35773

23.02.1991 Reclassified from wagon ‘NGTY 35773 U’ to ’ wagon ‘NGGF 35773 U’.

NGTY 35774

02.03.1991 Reclassified from wagon ‘NGTY 35774 G’ to ’ wagon ‘NGGF 35774 G’.

NGTY 35775

01.03.1991 Reclassified from wagon ‘NGTY 35775 P’ to ’ wagon ‘NGGF 35775 P’.

NGTY 35776

20.02.1991 Reclassified from wagon ‘NGTY 35776 B’ to ’ wagon ‘NGGF 35776 B’.
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NGTY 35777

01.03.1991 Reclassified from wagon ‘NGTY 35777 K’ to ’ wagon ‘NGGF 35777 K’.

NGTY 35778

20.02.1991 Reclassified from wagon ‘NGTY 35778 T’ to ’ wagon ‘NGGF 35778 T’.

NGTY 35779

20.02.1991 Reclassified from wagon ‘NGTY 35779 F’ to ’ wagon ‘NGGF 35779 F’.

NGTY 35780

23.02.1991 Reclassified from wagon ‘NGTY 35780 B’ to ’ wagon ‘NGGF 35780 B’.

NGTY 35781

25.02.1991 Reclassified from wagon ‘NGTY 35781 K’ to ’ wagon ‘NGGF 35781 K’.

NGTY 35783

19.02.1991 Reclassified from wagon ‘NGTY 35783 F’ to ’ wagon ‘NGGF 35783 F’.

NGTY 35784

Details: wagon ‘NGTY 35784 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35785

Details: wagon ‘NGTY 35785 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35786

Details: wagon ‘NGTY 35786 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35787

Details: wagon ‘NGTY 35787 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35788

Details: wagon ‘NGTY 35788 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35789

13.04.1990 Reclassified from wagon ‘NGTY 35789 N’ to ’ wagon ‘NGPF 35789 R’.

NGTY 35790

Details: wagon ‘NGTY 35790 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35791

Details: wagon ‘NGTY 35791 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35792

Details: wagon ‘NGTY 35792 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35793

Details: wagon ‘NGTY 35793 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne

8241



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35794

Details: wagon ‘NGTY 35794 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35795

14.04.1992 Reclassified from wagon ‘NGTY 35795 X’ to ’ wagon ‘NGTF 35795 B’.

NGTY 35796

Details: wagon ‘NGTY 35796 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35797

Details: wagon ‘NGTY 35797 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35798

Details: wagon ‘NGTY 35798 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35799

Details: wagon ‘NGTY 35799 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35800

Details: wagon ‘NGTY 35800 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35801

14.04.1992 Reclassified from wagon ‘NGTY 35801 W’ to ’ wagon ‘NGTF 35801 P’.

NGTY 35802

Details: wagon ‘NGTY 35802 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35803

Details: wagon ‘NGTY 35803 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35804

Details: wagon ‘NGTY 35804 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
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Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35805

Details: wagon ‘NGTY 35805 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35806

Details: wagon ‘NGTY 35806 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35807

Details: wagon ‘NGTY 35807 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35808

Details: wagon ‘NGTY 35808 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35809

Details: wagon ‘NGTY 35809 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35810

Details: wagon ‘NGTY 35810 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35811

Details: wagon ‘NGTY 35811 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35812

Details: wagon ‘NGTY 35812 Q’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35813

Details: wagon ‘NGTY 35813 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35814

Details: wagon ‘NGTY 35814 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35815

Details: wagon ‘NGTY 35815 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35816

Details: wagon ‘NGTY 35816 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35817

Details: wagon ‘NGTY 35817 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35818

Details: wagon ‘NGTY 35818 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35819

Details: wagon ‘NGTY 35819 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35820

Details: wagon ‘NGTY 35820 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35821

Details: wagon ‘NGTY 35821 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35822

14.04.1992 Reclassified from wagon ‘NGTY 35822 B’ to ’ wagon ‘NGTF 35822 R’.

NGTY 35823

Details: wagon ‘NGTY 35823 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35824

Details: wagon ‘NGTY 35824 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35825

Details: wagon ‘NGTY 35825 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35826

Details: wagon ‘NGTY 35826 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35827

Details: wagon ‘NGTY 35827 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35828

Details: wagon ‘NGTY 35828 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35829

Details: wagon ‘NGTY 35829 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35830

Details: wagon ‘NGTY 35830 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35831

Details: wagon ‘NGTY 35831 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35832

Details: wagon ‘NGTY 35832 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35833

Details: wagon ‘NGTY 35833 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35834

Details: wagon ‘NGTY 35834 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8257



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NGTY 35835

Details: wagon ‘NGTY 35835 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35836

Details: wagon ‘NGTY 35836 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35837

Details: wagon ‘NGTY 35837 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35838

Details: wagon ‘NGTY 35838 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35839

Details: wagon ‘NGTY 35839 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35840

Details: wagon ‘NGTY 35840 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35841

Details: wagon ‘NGTY 35841 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35842

Details: wagon ‘NGTY 35842 R’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35843

Details: wagon ‘NGTY 35843 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35844

Details: wagon ‘NGTY 35844 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35845

Details: wagon ‘NGTY 35845 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35846

Details: wagon ‘NGTY 35846 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35847

26.02.1995 Reclassified from wagon ‘NGTY 35847 Q’ to ’ wagon ‘NGPF 35847 U’.

NGTY 35848

Details: wagon ‘NGTY 35848 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35849

Details: wagon ‘NGTY 35849 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35850

Details: wagon ‘NGTY 35850 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35851

Details: wagon ‘NGTY 35851 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35852

Details: wagon ‘NGTY 35852 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35853

Details: wagon ‘NGTY 35853 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35854

Details: wagon ‘NGTY 35854 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35855

Details: wagon ‘NGTY 35855 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35856

Details: wagon ‘NGTY 35856 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35857

Details: wagon ‘NGTY 35857 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35858

Details: wagon ‘NGTY 35858 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35859

Details: wagon ‘NGTY 35859 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8267



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NGTY 35860

Details: wagon ‘NGTY 35860 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35861

Details: wagon ‘NGTY 35861 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35862

Details: wagon ‘NGTY 35862 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35863

Details: wagon ‘NGTY 35863 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35864

Details: wagon ‘NGTY 35864 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35865

Details: wagon ‘NGTY 35865 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35866

Details: wagon ‘NGTY 35866 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35867

Details: wagon ‘NGTY 35867 J’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35868

Details: wagon ‘NGTY 35868 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35869

Details: wagon ‘NGTY 35869 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35870

Details: wagon ‘NGTY 35870 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 35871

Details: wagon ‘NGTY 35871 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NGTY 35872

Details: wagon ‘NGTY 35872 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35873

Details: wagon ‘NGTY 35873 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35874

Details: wagon ‘NGTY 35874 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35875

Details: wagon ‘NGTY 35875 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35876

Details: wagon ‘NGTY 35876 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NGTY 35877

19.11.1989 Reclassified from wagon ‘NGTY 35877 R’ to ’ wagon ‘NGKF 35877 G’.

NGTY 35878

19.11.1989 Reclassified from wagon ‘NGTY 35878 D’ to ’ wagon ‘NGKF 35878 P’.

NGTY 35879

19.11.1989 Reclassified from wagon ‘NGTY 35879 M’ to ’ wagon ‘NGKF 35879 B’.

NGTY 35880

19.11.1989 Reclassified from wagon ‘NGTY 35880 X’ to ’ wagon ‘NGKF 35880 U’.

NGTY 35881

19.11.1989 Reclassified from wagon ‘NGTY 35881 R’ to ’ wagon ‘NGKF 35881 G’.

NGTY 35882

19.11.1989 Reclassified from wagon ‘NGTY 35882 D’ to ’ wagon ‘NGKF 35882 P’.

NGTY 35883

19.11.1989 Reclassified from wagon ‘NGTY 35883 M’ to ’ wagon ‘NGKF 35883 B’.

NGTY 35884

19.11.1989 Reclassified from wagon ‘NGTY 35884 V’ to ’ wagon ‘NGKF 35884 K’.

NGTY 35885

19.11.1989 Reclassified from wagon ‘NGTY 35885 H’ to ’ wagon ‘NGKF 35885 T’.

NGTY 35886

19.11.1989 Reclassified from wagon ‘NGTY 35886 Q’ to ’ wagon ‘NGKF 35886 F’.

NGTY 35887

19.11.1989 Reclassified from wagon ‘NGTY 35887 C’ to ’ wagon ‘NGKF 35887 Y’.

NGTY 35888

19.11.1989 Reclassified from wagon ‘NGTY 35888 L’ to ’ wagon ‘NGKF 35888 A’.
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NGTY 35889

19.11.1989 Reclassified from wagon ‘NGTY 35889 U’ to ’ wagon ‘NGKF 35889 J’.

NGTY 35890

19.11.1989 Reclassified from wagon ‘NGTY 35890 Q’ to ’ wagon ‘NGKF 35890 F’.

NGTY 35891

19.11.1989 Reclassified from wagon ‘NGTY 35891 C’ to ’ wagon ‘NGKF 35891 Y’.

NGTY 35892

19.11.1989 Reclassified from wagon ‘NGTY 35892 L’ to ’ wagon ‘NGKF 35892 A’.

NGTY 35893

19.11.1989 Reclassified from wagon ‘NGTY 35893 U’ to ’ wagon ‘NGKF 35893 J’.

NGTY 35894

19.11.1989 Reclassified from wagon ‘NGTY 35894 G’ to ’ wagon ‘NGKF 35894 S’.

NGTY 35895

19.11.1989 Reclassified from wagon ‘NGTY 35895 P’ to ’ wagon ‘NGKF 35895 E’.

NGTY 35896

19.11.1989 Reclassified from wagon ‘NGTY 35896 B’ to ’ wagon ‘NGKF 35896 N’.

NGTY 35897

15.06.1989 Reclassified from wagon ‘NGTY 35897 K’ to ’ wagon ‘NGPY 35897 V’.

NGTY 35898

19.11.1989 Reclassified from wagon ‘NGTY 35898 T’ to ’ wagon ‘NGKF 35898 X’.

NGTY 35899

19.11.1989 Reclassified from wagon ‘NGTY 35899 F’ to ’ wagon ‘NGKF 35899 R’.

NGTY 35900

26.06.1989 Reclassified from wagon ‘NGTY 35900 U’ to ’ wagon ‘NGPY 35900 X’.

NGTY 35901

16.10.1989 Reclassified from wagon ‘NGTY 35901 G’ to ’ wagon ‘NGPY 35901 R’.
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NGTY 35903

16.10.1989 Reclassified from wagon ‘NGTY 35903 B’ to ’ wagon ‘NGPY 35903 M’.

NGTY 35904

14.11.1989 Reclassified from wagon ‘NGTY 35904 K’ to ’ wagon ‘NGPY 35904 V’.

NGTY 35905

12.12.1989 Reclassified from wagon ‘NGTY 35905 T’ to ’ wagon ‘NGPY 35905 H’.

NGTY 35908

27.10.1989 Reclassified from wagon ‘NGTY 35908 A’ to ’ wagon ‘NGPY 35908 L’.

NGTY 35909

14.11.1989 Reclassified from wagon ‘NGTY 35909 J’ to ’ wagon ‘NGPY 35909 U’.

NGTY 35910

14.11.1989 Reclassified from wagon ‘NGTY 35910 F’ to ’ wagon ‘NGPY 35910 Q’.

NGTY 35911

16.10.1989 Reclassified from wagon ‘NGTY 35911 Y’ to ’ wagon ‘NGPY 35911 C’.

NGTY 35913

14.11.1989 Reclassified from wagon ‘NGTY 35913 J’ to ’ wagon ‘NGPY 35913 U’.

NGTY 35915

16.10.1989 Reclassified from wagon ‘NGTY 35915 E’ to ’ wagon ‘NGPY 35915 P’.

NGTY 35916

17.10.1989 Reclassified from wagon ‘NGTY 35916 N’ to ’ wagon ‘NGPY 35916 B’.

NGTY 35917

14.11.1989 Reclassified from wagon ‘NGTY 35917 W’ to ’ wagon ‘NGPY 35917 K’.

NGTY 35918

17.10.1989 Reclassified from wagon ‘NGTY 35918 X’ to ’ wagon ‘NGPY 35918 T’.

NGTY 35919

14.11.1989 Reclassified from wagon ‘NGTY 35919 R’ to ’ wagon ‘NGPY 35919 F’.

8277



2. TIMS GROUP INFORMATION - WAGONS

NGTY 35920

16.10.1989 Reclassified from wagon ‘NGTY 35920 N’ to ’ wagon ‘NGPY 35920 B’.

NGTY 35922

14.11.1989 Reclassified from wagon ‘NGTY 35922 X’ to ’ wagon ‘NGPY 35922 T’.

NGTY 35923

14.11.1989 Reclassified from wagon ‘NGTY 35923 R’ to ’ wagon ‘NGPY 35923 F’.

NGTY 35924

27.10.1989 Reclassified from wagon ‘NGTY 35924 D’ to ’ wagon ‘NGPY 35924 Y’.

NGTY 35925

16.10.1989 Reclassified from wagon ‘NGTY 35925 M’ to ’ wagon ‘NGPY 35925 A’.

NGTY 35926

14.11.1989 Reclassified from wagon ‘NGTY 35926 V’ to ’ wagon ‘NGPY 35926 J’.

NGTY 35927

14.11.1989 Reclassified from wagon ‘NGTY 35927 H’ to ’ wagon ‘NGPY 35927 S’.

NGTY 35928

16.10.1989 Reclassified from wagon ‘NGTY 35928 Q’ to ’ wagon ‘NGPY 35928 E’.

NGTY 35929

16.10.1989 Reclassified from wagon ‘NGTY 35929 C’ to ’ wagon ‘NGPY 35929 N’.

NGTY 35930

13.10.1989 Reclassified from wagon ‘NGTY 35930 V’ to ’ wagon ‘NGPY 35930 J’.

NGTY 35932

14.11.1989 Reclassified from wagon ‘NGTY 35932 Q’ to ’ wagon ‘NGPY 35932 E’.

NGTY 35934

14.11.1989 Reclassified from wagon ‘NGTY 35934 L’ to ’ wagon ‘NGPY 35934 W’.

NGTY 35936

16.10.1989 Reclassified from wagon ‘NGTY 35936 G’ to ’ wagon ‘NGPY 35936 R’.
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NGTY 35937

16.10.1989 Reclassified from wagon ‘NGTY 35937 P’ to ’ wagon ‘NGPY 35937 D’.

NGTY 35938

17.10.1989 Reclassified from wagon ‘NGTY 35938 B’ to ’ wagon ‘NGPY 35938 M’.

NGTY 35939

16.10.1989 Reclassified from wagon ‘NGTY 35939 K’ to ’ wagon ‘NGPY 35939 V’.

NGTY 35940

16.10.1989 Reclassified from wagon ‘NGTY 35940 G’ to ’ wagon ‘NGPY 35940 R’.

NGTY 35941

19.10.1991 Reclassified from wagon ‘NGTY 35941 P’ to ’ wagon ‘NGPY 35941 D’.

NGTY 35942

17.10.1989 Reclassified from wagon ‘NGTY 35942 B’ to ’ wagon ‘NGPY 35942 M’.

NGTY 35943

27.10.1989 Reclassified from wagon ‘NGTY 35943 K’ to ’ wagon ‘NGPY 35943 V’.

NGTY 35944

16.10.1989 Reclassified from wagon ‘NGTY 35944 T’ to ’ wagon ‘NGPY 35944 H’.

NGTY 35945

27.10.1989 Reclassified from wagon ‘NGTY 35945 F’ to ’ wagon ‘NGPY 35945 Q’.

NGTY 35946

14.11.1989 Reclassified from wagon ‘NGTY 35946 Y’ to ’ wagon ‘NGPY 35946 C’.

NGTY 35947

16.10.1989 Reclassified from wagon ‘NGTY 35947 A’ to ’ wagon ‘NGPY 35947 L’.

NGTY 35948

14.11.1989 Reclassified from wagon ‘NGTY 35948 J’ to ’ wagon ‘NGPY 35948 U’.

NGTY 35949

14.11.1989 Reclassified from wagon ‘NGTY 35949 S’ to ’ wagon ‘NGPY 35949 G’.

8279



2. TIMS GROUP INFORMATION - WAGONS

NGTY 35950

14.11.1989 Reclassified from wagon ‘NGTY 35950 Y’ to ’ wagon ‘NGPY 35950 C’.

NGTY 35952

13.10.1989 Reclassified from wagon ‘NGTY 35952 J’ to ’ wagon ‘NGPY 35952 U’.

NGTY 35953

14.11.1989 Reclassified from wagon ‘NGTY 35953 S’ to ’ wagon ‘NGPY 35953 G’.

NGTY 35955

16.10.1989 Reclassified from wagon ‘NGTY 35955 N’ to ’ wagon ‘NGPY 35955 B’.

NGTY 35956

17.10.1989 Reclassified from wagon ‘NGTY 35956 W’ to ’ wagon ‘NGPY 35956 K’.

NGTY 35957

14.11.1989 Reclassified from wagon ‘NGTY 35957 X’ to ’ wagon ‘NGPY 35957 T’.

NGTY 35958

17.10.1989 Reclassified from wagon ‘NGTY 35958 R’ to ’ wagon ‘NGPY 35958 F’.

NGTY 35959

12.10.1989 Reclassified from wagon ‘NGTY 35959 D’ to ’ wagon ‘NGPY 35959 Y’.

NGTY 35960

14.11.1989 Reclassified from wagon ‘NGTY 35960 W’ to ’ wagon ‘NGPY 35960 K’.

NGTY 35961

14.11.1989 Reclassified from wagon ‘NGTY 35961 X’ to ’ wagon ‘NGPY 35961 T’.

NGTY 35962

14.11.1989 Reclassified from wagon ‘NGTY 35962 R’ to ’ wagon ‘NGPY 35962 F’.

NGTY 35963

13.10.1989 Reclassified from wagon ‘NGTY 35963 D’ to ’ wagon ‘NGPY 35963 Y’.

NGTY 35964

14.11.1989 Reclassified from wagon ‘NGTY 35964 M’ to ’ wagon ‘NGPY 35964 A’.
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NGTY 35965

12.10.1989 Reclassified from wagon ‘NGTY 35965 V’ to ’ wagon ‘NGPY 35965 J’.

NGTY 35966

10.06.1992 Reclassified from wagon ‘NGTY 35966 H’ to ’ wagon ‘NGPF 35966 L’.

NGTY 35967

12.10.1989 Reclassified from wagon ‘NGTY 35967 Q’ to ’ wagon ‘NGPY 35967 E’.

NGTY 35968

14.11.1989 Reclassified from wagon ‘NGTY 35968 C’ to ’ wagon ‘NGPY 35968 N’.

NGTY 35970

14.11.1989 Reclassified from wagon ‘NGTY 35970 H’ to ’ wagon ‘NGPY 35970 S’.

NGTY 35971

14.11.1989 Reclassified from wagon ‘NGTY 35971 Q’ to ’ wagon ‘NGPY 35971 E’.

NGTY 35972

16.10.1989 Reclassified from wagon ‘NGTY 35972 C’ to ’ wagon ‘NGPY 35972 N’.

NGTY 35973

14.11.1989 Reclassified from wagon ‘NGTY 35973 L’ to ’ wagon ‘NGPY 35973 W’.

NGTY 35974

14.11.1989 Reclassified from wagon ‘NGTY 35974 U’ to ’ wagon ‘NGPY 35974 X’.

NGTY 35975

14.11.1989 Reclassified from wagon ‘NGTY 35975 G’ to ’ wagon ‘NGPY 35975 R’.

NGTY 35976

16.10.1989 Reclassified from wagon ‘NGTY 35976 P’ to ’ wagon ‘NGPY 35976 D’.

NGTY 35977

16.10.1989 Reclassified from wagon ‘NGTY 35977 B’ to ’ wagon ‘NGPY 35977 M’.

NGTY 35978

14.11.1989 Reclassified from wagon ‘NGTY 35978 K’ to ’ wagon ‘NGPY 35978 V’.
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NGTY 35979

14.11.1989 Reclassified from wagon ‘NGTY 35979 T’ to ’ wagon ‘NGPY 35979 H’.

NGTY 35980

27.10.1989 Reclassified from wagon ‘NGTY 35980 P’ to ’ wagon ‘NGPY 35980 D’.

NGTY 35981

14.11.1989 Reclassified from wagon ‘NGTY 35981 B’ to ’ wagon ‘NGPY 35981 M’.

NGTY 35982

12.10.1989 Reclassified from wagon ‘NGTY 35982 K’ to ’ wagon ‘NGPY 35982 V’.

NGTY 35983

26.01.1995 Reclassified from wagon ‘NGTY 35983 T’ to ’ wagon ‘NGPY 35983 H’.

NGTY 35984

14.11.1989 Reclassified from wagon ‘NGTY 35984 F’ to ’ wagon ‘NGPY 35984 Q’.

NGTY 35985

12.10.1989 Reclassified from wagon ‘NGTY 35985 Y’ to ’ wagon ‘NGPY 35985 C’.

NGTY 35986

16.10.1989 Reclassified from wagon ‘NGTY 35986 A’ to ’ wagon ‘NGPY 35986 L’.

NGTY 35987

14.11.1989 Reclassified from wagon ‘NGTY 35987 J’ to ’ wagon ‘NGPY 35987 U’.

NGTY 35988

16.10.1989 Reclassified from wagon ‘NGTY 35988 S’ to ’ wagon ‘NGPY 35988 G’.

NGTY 35989

12.10.1989 Reclassified from wagon ‘NGTY 35989 E’ to ’ wagon ‘NGPY 35989 P’.

NGTY 35990

17.10.1989 Reclassified from wagon ‘NGTY 35990 A’ to ’ wagon ‘NGPY 35990 L’.
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NGTY 35991

Details: wagon ‘NGTY 35991 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 35992

14.11.1989 Reclassified from wagon ‘NGTY 35992 S’ to ’ wagon ‘NGPY 35992 G’.

NGTY 35993

16.10.1989 Reclassified from wagon ‘NGTY 35993 E’ to ’ wagon ‘NGPY 35993 P’.

NGTY 35995

14.11.1989 Reclassified from wagon ‘NGTY 35995 W’ to ’ wagon ‘NGPY 35995 K’.

NGTY 35996

16.10.1989 Reclassified from wagon ‘NGTY 35996 X’ to ’ wagon ‘NGPY 35996 T’.

NGTY 35997

14.11.1989 Reclassified from wagon ‘NGTY 35997 R’ to ’ wagon ‘NGPY 35997 F’.

NGTY 35998

14.11.1989 Reclassified from wagon ‘NGTY 35998 D’ to ’ wagon ‘NGPY 35998 Y’.

NGTY 35999

16.10.1989 Reclassified from wagon ‘NGTY 35999 M’ to ’ wagon ‘NGPY 35999 A’.
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NGTY 36001

Details: wagon ‘NGTY 36001 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 36002

13.04.1990 Reclassified from wagon ‘NGTY 36002 E’ to ’ wagon ‘NGPF 36002 X’.

NGTY 36003

14.11.1989 Reclassified from wagon ‘NGTY 36003 N’ to ’ wagon ‘NGPY 36003 B’.

NGTY 36004

14.11.1989 Reclassified from wagon ‘NGTY 36004 W’ to ’ wagon ‘NGPY 36004 K’.

NGTY 36005

17.10.1989 Reclassified from wagon ‘NGTY 36005 X’ to ’ wagon ‘NGPY 36005 T’.

NGTY 36006

14.11.1989 Reclassified from wagon ‘NGTY 36006 R’ to ’ wagon ‘NGPY 36006 F’.

NGTY 36007

14.11.1989 Reclassified from wagon ‘NGTY 36007 D’ to ’ wagon ‘NGPY 36007 Y’.

NGTY 36008

14.11.1989 Reclassified from wagon ‘NGTY 36008 M’ to ’ wagon ‘NGPY 36008 A’.
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NGTY 36009

14.11.1989 Reclassified from wagon ‘NGTY 36009 V’ to ’ wagon ‘NGPY 36009 J’.

NGTY 36010

14.11.1989 Reclassified from wagon ‘NGTY 36010 R’ to ’ wagon ‘NGPY 36010 F’.

NGTY 36012

14.11.1989 Reclassified from wagon ‘NGTY 36012 M’ to ’ wagon ‘NGPY 36012 A’.

NGTY 36013

17.10.1989 Reclassified from wagon ‘NGTY 36013 V’ to ’ wagon ‘NGPY 36013 J’.

NGTY 36015

17.10.1989 Reclassified from wagon ‘NGTY 36015 Q’ to ’ wagon ‘NGPY 36015 E’.

NGTY 36016

14.11.1989 Reclassified from wagon ‘NGTY 36016 C’ to ’ wagon ‘NGPY 36016 N’.

NGTY 36017

14.11.1989 Reclassified from wagon ‘NGTY 36017 L’ to ’ wagon ‘NGPY 36017 W’.

NGTY 36019

14.11.1989 Reclassified from wagon ‘NGTY 36019 G’ to ’ wagon ‘NGPY 36019 R’.

NGTY 36020

17.10.1989 Reclassified from wagon ‘NGTY 36020 C’ to ’ wagon ‘NGPY 36020 N’.

NGTY 36022

07.10.1989 Reclassified from wagon ‘NGTY 36022 U’ to ’ wagon ‘NGPF 36022 B’.

NGTY 36023

14.11.1989 Reclassified from wagon ‘NGTY 36023 G’ to ’ wagon ‘NGPY 36023 R’.

NGTY 36024

14.11.1989 Reclassified from wagon ‘NGTY 36024 P’ to ’ wagon ‘NGPY 36024 D’.

NGTY 36025

17.10.1989 Reclassified from wagon ‘NGTY 36025 B’ to ’ wagon ‘NGPY 36025 M’.
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NGTY 36026

12.07.1991 Reclassified from wagon ‘NGTY 36026 K’ to ’ wagon ‘NGPY 36026 V’.

NGTY 36027

14.11.1989 Reclassified from wagon ‘NGTY 36027 T’ to ’ wagon ‘NGPY 36027 H’.

NGTY 36028

14.11.1989 Reclassified from wagon ‘NGTY 36028 F’ to ’ wagon ‘NGPY 36028 Q’.

NGTY 36030

12.10.1989 Reclassified from wagon ‘NGTY 36030 K’ to ’ wagon ‘NGPY 36030 V’.

NGTY 36031

27.10.1989 Reclassified from wagon ‘NGTY 36031 T’ to ’ wagon ‘NGPY 36031 H’.

NGTY 36032

17.10.1989 Reclassified from wagon ‘NGTY 36032 F’ to ’ wagon ‘NGPY 36032 Q’.

NGTY 36034

29.11.1989 Reclassified from wagon ‘NGTY 36034 A’ to ’ wagon ‘NGPF 36034 E’.

NGTY 36035

16.10.1989 Reclassified from wagon ‘NGTY 36035 J’ to ’ wagon ‘NGPY 36035 U’.

NGTY 36036

14.11.1989 Reclassified from wagon ‘NGTY 36036 S’ to ’ wagon ‘NGPY 36036 G’.

NGTY 36037

17.10.1989 Reclassified from wagon ‘NGTY 36037 E’ to ’ wagon ‘NGPY 36037 P’.

NGTY 36038

14.11.1989 Reclassified from wagon ‘NGTY 36038 N’ to ’ wagon ‘NGPY 36038 B’.

NGTY 36039

26.09.1991 Reclassified from wagon ‘NGTY 36039 W’ to ’ wagon ‘NGPF 36039 D’.

NGTY 36040

14.11.1989 Reclassified from wagon ‘NGTY 36040 S’ to ’ wagon ‘NGPY 36040 G’.
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NGTY 36041

16.10.1989 Reclassified from wagon ‘NGTY 36041 E’ to ’ wagon ‘NGPY 36041 P’.

NGTY 36042

14.11.1989 Reclassified from wagon ‘NGTY 36042 N’ to ’ wagon ‘NGPY 36042 B’.

NGTY 36045

16.10.1989 Reclassified from wagon ‘NGTY 36045 R’ to ’ wagon ‘NGPY 36045 F’.

NGTY 36046

14.11.1989 Reclassified from wagon ‘NGTY 36046 D’ to ’ wagon ‘NGPY 36046 Y’.

NGTY 36047

16.10.1989 Reclassified from wagon ‘NGTY 36047 M’ to ’ wagon ‘NGPY 36047 A’.

NGTY 36050

14.11.1989 Reclassified from wagon ‘NGTY 36050 D’ to ’ wagon ‘NGPY 36050 Y’.

NGTY 36051

16.10.1989 Reclassified from wagon ‘NGTY 36051 M’ to ’ wagon ‘NGPY 36051 A’.

NGTY 36052

14.11.1989 Reclassified from wagon ‘NGTY 36052 V’ to ’ wagon ‘NGPY 36052 J’.

NGTY 36053

27.10.1989 Reclassified from wagon ‘NGTY 36053 H’ to ’ wagon ‘NGPY 36053 S’.

NGTY 36055

16.10.1989 Reclassified from wagon ‘NGTY 36055 C’ to ’ wagon ‘NGPY 36055 N’.

NGTY 36057

16.10.1989 Reclassified from wagon ‘NGTY 36057 U’ to ’ wagon ‘NGPY 36057 X’.

NGTY 36059

07.10.1989 Reclassified from wagon ‘NGTY 36059 P’ to ’ wagon ‘NGPF 36059 T’.

NGTY 36060

14.11.1989 Reclassified from wagon ‘NGTY 36060 L’ to ’ wagon ‘NGPY 36060 W’.
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NGTY 36061

Details: wagon ‘NGTY 36061 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 36062

16.10.1989 Reclassified from wagon ‘NGTY 36062 G’ to ’ wagon ‘NGPY 36062 R’.

NGTY 36063

17.10.1989 Reclassified from wagon ‘NGTY 36063 P’ to ’ wagon ‘NGPY 36063 D’.

NGTY 36064

16.10.1989 Reclassified from wagon ‘NGTY 36064 B’ to ’ wagon ‘NGPY 36064 M’.

NGTY 36065

14.11.1989 Reclassified from wagon ‘NGTY 36065 K’ to ’ wagon ‘NGPY 36065 V’.

NGTY 36066

14.11.1989 Reclassified from wagon ‘NGTY 36066 T’ to ’ wagon ‘NGPY 36066 H’.

NGTY 36067

26.02.1995 Reclassified from wagon ‘NGTY 36067 F’ to ’ wagon ‘NGPF 36067 J’.

NGTY 36068

16.10.1989 Reclassified from wagon ‘NGTY 36068 Y’ to ’ wagon ‘NGPY 36068 C’.
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NGTY 36069

14.11.1989 Reclassified from wagon ‘NGTY 36069 A’ to ’ wagon ‘NGPY 36069 L’.

NGTY 36070

16.10.1989 Reclassified from wagon ‘NGTY 36070 T’ to ’ wagon ‘NGPY 36070 H’.

NGTY 36071

14.11.1989 Reclassified from wagon ‘NGTY 36071 F’ to ’ wagon ‘NGPY 36071 Q’.

NGTY 36072

12.12.1989 Reclassified from wagon ‘NGTY 36072 Y’ to ’ wagon ‘NGPY 36072 C’.

NGTY 36073

14.11.1989 Reclassified from wagon ‘NGTY 36073 A’ to ’ wagon ‘NGPY 36073 L’.

NGTY 36074

16.10.1989 Reclassified from wagon ‘NGTY 36074 J’ to ’ wagon ‘NGPY 36074 U’.

NGTY 36075

16.10.1989 Reclassified from wagon ‘NGTY 36075 S’ to ’ wagon ‘NGPY 36075 G’.

NGTY 36076

14.11.1989 Reclassified from wagon ‘NGTY 36076 E’ to ’ wagon ‘NGPY 36076 P’.

NGTY 36077

13.12.1994 Reclassified from wagon ‘NGTY 36077 N’ to ’ wagon ‘NGPF 36077 R’.

NGTY 36078

22.11.1991 Reclassified from wagon ‘NGTY 36078 W’ to ’ wagon ‘NGPF 36078 D’.

NGTY 36079

16.10.1989 Reclassified from wagon ‘NGTY 36079 X’ to ’ wagon ‘NGPY 36079 T’.

NGTY 36080

16.10.1989 Reclassified from wagon ‘NGTY 36080 E’ to ’ wagon ‘NGPY 36080 P’.

NGTY 36081

27.10.1989 Reclassified from wagon ‘NGTY 36081 N’ to ’ wagon ‘NGPY 36081 B’.
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NGTY 36082

27.10.1989 Reclassified from wagon ‘NGTY 36082 W’ to ’ wagon ‘NGPY 36082 K’.

NGTY 36083

16.10.1989 Reclassified from wagon ‘NGTY 36083 X’ to ’ wagon ‘NGPY 36083 T’.

NGTY 36084

17.10.1989 Reclassified from wagon ‘NGTY 36084 R’ to ’ wagon ‘NGPY 36084 F’.

NGTY 36085

12.10.1989 Reclassified from wagon ‘NGTY 36085 D’ to ’ wagon ‘NGPY 36085 Y’.

NGTY 36086

14.11.1989 Reclassified from wagon ‘NGTY 36086 M’ to ’ wagon ‘NGPY 36086 A’.

NGTY 36087

16.10.1989 Reclassified from wagon ‘NGTY 36087 V’ to ’ wagon ‘NGPY 36087 J’.

NGTY 36088

14.11.1989 Reclassified from wagon ‘NGTY 36088 H’ to ’ wagon ‘NGPY 36088 S’.

NGTY 36089

17.10.1989 Reclassified from wagon ‘NGTY 36089 Q’ to ’ wagon ‘NGPY 36089 E’.

NGTY 36090

16.10.1989 Reclassified from wagon ‘NGTY 36090 M’ to ’ wagon ‘NGPY 36090 A’.

NGTY 36091

14.11.1989 Reclassified from wagon ‘NGTY 36091 V’ to ’ wagon ‘NGPY 36091 J’.

NGTY 36092

16.10.1989 Reclassified from wagon ‘NGTY 36092 H’ to ’ wagon ‘NGPY 36092 S’.

NGTY 36093

12.12.1989 Reclassified from wagon ‘NGTY 36093 Q’ to ’ wagon ‘NGPY 36093 E’.

NGTY 36094

14.11.1989 Reclassified from wagon ‘NGTY 36094 C’ to ’ wagon ‘NGPY 36094 N’.
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NGTY 36095

27.10.1989 Reclassified from wagon ‘NGTY 36095 L’ to ’ wagon ‘NGPY 36095 W’.

NGTY 36096

26.02.1995 Reclassified from wagon ‘NGTY 36096 U’ to ’ wagon ‘NGPF 36096 B’.

NGTY 36097

12.10.1989 Reclassified from wagon ‘NGTY 36097 G’ to ’ wagon ‘NGPY 36097 R’.

NGTY 36098

14.11.1989 Reclassified from wagon ‘NGTY 36098 P’ to ’ wagon ‘NGPY 36098 D’.

NGTY 36099

16.10.1989 Reclassified from wagon ‘NGTY 36099 B’ to ’ wagon ‘NGPY 36099 M’.

NGTY 36100

18.11.1989 Reclassified from wagon ‘NGTY 36100 Q’ to ’ wagon ‘NGPY 36100 E’.

NGTY 36101

18.11.1989 Reclassified from wagon ‘NGTY 36101 C’ to ’ wagon ‘NGPY 36101 N’.

NGTY 36102

13.10.1989 Reclassified from wagon ‘NGTY 36102 L’ to ’ wagon ‘NGPY 36102 W’.

NGTY 36103

16.10.1989 Reclassified from wagon ‘NGTY 36103 U’ to ’ wagon ‘NGPY 36103 X’.

NGTY 36105

14.11.1989 Reclassified from wagon ‘NGTY 36105 P’ to ’ wagon ‘NGPY 36105 D’.

NGTY 36106

16.10.1989 Reclassified from wagon ‘NGTY 36106 B’ to ’ wagon ‘NGPY 36106 M’.

NGTY 36107

14.11.1989 Reclassified from wagon ‘NGTY 36107 K’ to ’ wagon ‘NGPY 36107 V’.

NGTY 36108

18.11.1989 Reclassified from wagon ‘NGTY 36108 T’ to ’ wagon ‘NGPY 36108 H’.
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NGTY 36109

12.10.1989 Reclassified from wagon ‘NGTY 36109 F’ to ’ wagon ‘NGPY 36109 Q’.

NGTY 36110

Details: wagon ‘NGTY 36110 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 36111

16.10.1989 Reclassified from wagon ‘NGTY 36111 K’ to ’ wagon ‘NGPY 36111 V’.

NGTY 36112

18.11.1989 Reclassified from wagon ‘NGTY 36112 T’ to ’ wagon ‘NGPY 36112 H’.

NGTY 36115

13.10.1989 Reclassified from wagon ‘NGTY 36115 A’ to ’ wagon ‘NGPY 36115 L’.

NGTY 36116

18.11.1989 Reclassified from wagon ‘NGTY 36116 J’ to ’ wagon ‘NGPY 36116 U’.

NGTY 36117

Details: wagon ‘NGTY 36117 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 36118

13.04.1990 Reclassified from wagon ‘NGTY 36118 E’ to ’ wagon ‘NGPF 36118 X’.

NGTY 36119

18.11.1989 Reclassified from wagon ‘NGTY 36119 N’ to ’ wagon ‘NGPY 36119 B’.

NGTY 36120

12.10.1989 Reclassified from wagon ‘NGTY 36120 J’ to ’ wagon ‘NGPY 36120 U’.

NGTY 36121

17.10.1989 Reclassified from wagon ‘NGTY 36121 S’ to ’ wagon ‘NGPY 36121 G’.

NGTY 36122

16.10.1989 Reclassified from wagon ‘NGTY 36122 E’ to ’ wagon ‘NGPY 36122 P’.

NGTY 36123

18.11.1989 Reclassified from wagon ‘NGTY 36123 N’ to ’ wagon ‘NGPY 36123 B’.

NGTY 36124

18.11.1989 Reclassified from wagon ‘NGTY 36124 W’ to ’ wagon ‘NGPY 36124 K’.

NGTY 36125

28.11.1994 Reclassified from wagon ‘NGTY 36125 X’ to ’ wagon ‘NGPY 36125 T’.

NGTY 36126

Details: wagon ‘NGTY 36126 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGPY 362126
BSG Code: NSHG

Capacity of 60 tonnes

NGTY 36127

30.10.1991 Reclassified from wagon ‘NGTY 36127 D’ to ’ wagon ‘NGPY 36127 Y’.

NGTY 36128

18.11.1989 Reclassified from wagon ‘NGTY 36128 M’ to ’ wagon ‘NGPY 36128 A’.

NGTY 36129

16.10.1989 Reclassified from wagon ‘NGTY 36129 V’ to ’ wagon ‘NGPY 36129 J’.

NGTY 36130

16.10.1989 Reclassified from wagon ‘NGTY 36130 R’ to ’ wagon ‘NGPY 36130 F’.

NGTY 36131

13.04.1990 Reclassified from wagon ‘NGTY 36131 D’ to ’ wagon ‘NGPF 36131 H’.

NGTY 36132

18.11.1989 Reclassified from wagon ‘NGTY 36132 M’ to ’ wagon ‘NGPY 36132 A’.

NGTY 36133

18.10.1989 Reclassified from wagon ‘NGTY 36133 V’ to ’ wagon ‘NGPY 36133 J’.

NGTY 36135

18.11.1989 Reclassified from wagon ‘NGTY 36135 Q’ to ’ wagon ‘NGPY 36135 E’.

NGTY 36137

Details: wagon ‘NGTY 36137 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NGTY 36138

18.11.1989 Reclassified from wagon ‘NGTY 36138 U’ to ’ wagon ‘NGPY 36138 X’.

NGTY 36139

17.10.1989 Reclassified from wagon ‘NGTY 36139 G’ to ’ wagon ‘NGPY 36139 R’.

NGTY 36140

12.10.1989 Reclassified from wagon ‘NGTY 36140 C’ to ’ wagon ‘NGPY 36140 N’.

NGTY 36143

16.02.1992 Reclassified from wagon ‘NGTY 36143 G’ to ’ wagon ‘NGPF 36143 K’.

NGTY 36145

16.10.1989 Reclassified from wagon ‘NGTY 36145 B’ to ’ wagon ‘NGPY 36145 M’.

NGTY 36146

18.11.1989 Reclassified from wagon ‘NGTY 36146 K’ to ’ wagon ‘NGPY 36146 V’.

NGTY 36147

18.11.1989 Reclassified from wagon ‘NGTY 36147 T’ to ’ wagon ‘NGPY 36147 H’.

NGTY 36148

18.11.1989 Reclassified from wagon ‘NGTY 36148 F’ to ’ wagon ‘NGPY 36148 Q’.

NGTY 36149

16.10.1989 Reclassified from wagon ‘NGTY 36149 Y’ to ’ wagon ‘NGPY 36149 C’.
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NGTY 36150

18.11.1989 Reclassified from wagon ‘NGTY 36150 K’ to ’ wagon ‘NGPY 36150 V’.

NGTY 36151

18.11.1989 Reclassified from wagon ‘NGTY 36151 T’ to ’ wagon ‘NGPY 36151 H’.

NGTY 36152

14.11.1989 Reclassified from wagon ‘NGTY 36152 F’ to ’ wagon ‘NGPY 36152 Q’.

NGTY 36153

18.11.1989 Reclassified from wagon ‘NGTY 36153 Y’ to ’ wagon ‘NGPY 36153 C’.

NGTY 36154

12.10.1989 Reclassified from wagon ‘NGTY 36154 A’ to ’ wagon ‘NGPY 36154 L’.

NGTY 36155

16.10.1989 Reclassified from wagon ‘NGTY 36155 J’ to ’ wagon ‘NGPY 36155 U’.

NGTY 36156

18.11.1989 Reclassified from wagon ‘NGTY 36156 S’ to ’ wagon ‘NGPY 36156 G’.

NGTY 36158

12.10.1989 Reclassified from wagon ‘NGTY 36158 N’ to ’ wagon ‘NGPY 36158 B’.

NGTY 36159

18.11.1989 Reclassified from wagon ‘NGTY 36159 W’ to ’ wagon ‘NGPY 36159 K’.

NGTY 36160

18.11.1989 Reclassified from wagon ‘NGTY 36160 S’ to ’ wagon ‘NGPY 36160 G’.

NGTY 36161

17.10.1989 Reclassified from wagon ‘NGTY 36161 E’ to ’ wagon ‘NGPY 36161 P’.

NGTY 36162

18.11.1989 Reclassified from wagon ‘NGTY 36162 N’ to ’ wagon ‘NGPY 36162 B’.

NGTY 36163

18.11.1989 Reclassified from wagon ‘NGTY 36163 W’ to ’ wagon ‘NGPY 36163 K’.
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NGTY 36164

14.11.1989 Reclassified from wagon ‘NGTY 36164 X’ to ’ wagon ‘NGPY 36164 T’.

NGTY 36165

27.10.1989 Reclassified from wagon ‘NGTY 36165 R’ to ’ wagon ‘NGPY 36165 F’.

NGTY 36166

13.10.1989 Reclassified from wagon ‘NGTY 36166 D’ to ’ wagon ‘NGPY 36166 Y’.

NGTY 36168

18.10.1989 Reclassified from wagon ‘NGTY 36168 V’ to ’ wagon ‘NGPY 36168 J’.

NGTY 36169

14.11.1989 Reclassified from wagon ‘NGTY 36169 H’ to ’ wagon ‘NGPY 36169 S’.

NGTY 36171

07.10.1989 Reclassified from wagon ‘NGTY 36171 M’ to ’ wagon ‘NGPF 36171 Q’.

NGTY 36172

10.07.1991 Reclassified from wagon ‘NGTY 36172 V’ to ’ wagon ‘NGPF 36172 C’.

NGTY 36173

14.11.1989 Reclassified from wagon ‘NGTY 36173 H’ to ’ wagon ‘NGPY 36173 S’.

NGTY 36174

13.10.1989 Reclassified from wagon ‘NGTY 36174 Q’ to ’ wagon ‘NGPY 36174 E’.

NGTY 36177

16.10.1989 Reclassified from wagon ‘NGTY 36177 U’ to ’ wagon ‘NGPY 36177 X’.

NGTY 36178

27.10.1989 Reclassified from wagon ‘NGTY 36178 G’ to ’ wagon ‘NGPY 36178 R’.

NGTY 36179

17.10.1989 Reclassified from wagon ‘NGTY 36179 P’ to ’ wagon ‘NGPY 36179 D’.

NGTY 36180

12.12.1989 Reclassified from wagon ‘NGTY 36180 L’ to ’ wagon ‘NGPY 36180 W’.
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NGTY 36181

18.11.1989 Reclassified from wagon ‘NGTY 36181 U’ to ’ wagon ‘NGPY 36181 X’.

NGTY 36183

16.10.1989 Reclassified from wagon ‘NGTY 36183 P’ to ’ wagon ‘NGPY 36183 D’.

NGTY 36184

18.11.1989 Reclassified from wagon ‘NGTY 36184 B’ to ’ wagon ‘NGPY 36184 M’.

NGTY 36185

17.10.1989 Reclassified from wagon ‘NGTY 36185 K’ to ’ wagon ‘NGPY 36185 V’.

NGTY 36186

18.11.1989 Reclassified from wagon ‘NGTY 36186 T’ to ’ wagon ‘NGPY 36186 H’.

NGTY 36187

18.11.1989 Reclassified from wagon ‘NGTY 36187 F’ to ’ wagon ‘NGPY 36187 Q’.

NGTY 36190

18.11.1989 Reclassified from wagon ‘NGTY 36190 T’ to ’ wagon ‘NGPY 36190 H’.

NGTY 36191

12.12.1989 Reclassified from wagon ‘NGTY 36191 F’ to ’ wagon ‘NGPY 36191 Q’.

NGTY 36192

18.11.1989 Reclassified from wagon ‘NGTY 36192 Y’ to ’ wagon ‘NGPY 36192 C’.

NGTY 36193

14.11.1989 Reclassified from wagon ‘NGTY 36193 A’ to ’ wagon ‘NGPY 36193 L’.

NGTY 36194

17.10.1989 Reclassified from wagon ‘NGTY 36194 J’ to ’ wagon ‘NGPY 36194 U’.

NGTY 36195

16.10.1989 Reclassified from wagon ‘NGTY 36195 S’ to ’ wagon ‘NGPY 36195 G’.

NGTY 36196

18.11.1989 Reclassified from wagon ‘NGTY 36196 E’ to ’ wagon ‘NGPY 36196 P’.
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NGTY 36197

12.12.1989 Reclassified from wagon ‘NGTY 36197 N’ to ’ wagon ‘NGPY 36197 B’.

NGTY 36198

17.10.1989 Reclassified from wagon ‘NGTY 36198 W’ to ’ wagon ‘NGPY 36198 K’.

NGTY 36199

13.10.1989 Reclassified from wagon ‘NGTY 36199 X’ to ’ wagon ‘NGPY 36199 T’.

NGTY 36200

18.11.1989 Reclassified from wagon ‘NGTY 36200 A’ to ’ wagon ‘NGPY 36200 L’.

NGTY 36201

19.11.1989 Reclassified from wagon ‘NGTY 36201 J’ to ’ wagon ‘NGKF 36201 V’.

NGTY 36202

19.11.1989 Reclassified from wagon ‘NGTY 36202 S’ to ’ wagon ‘NGKF 36202 H’.

NGTY 36203

19.11.1989 Reclassified from wagon ‘NGTY 36203 E’ to ’ wagon ‘NGKF 36203 Q’.

NGTY 36204

19.11.1989 Reclassified from wagon ‘NGTY 36204 N’ to ’ wagon ‘NGKF 36204 C’.

NGTY 36205

19.11.1989 Reclassified from wagon ‘NGTY 36205 W’ to ’ wagon ‘NGKF 36205 L’.

NGTY 36206

19.11.1989 Reclassified from wagon ‘NGTY 36206 X’ to ’ wagon ‘NGKF 36206 U’.

NGTY 36207

19.11.1989 Reclassified from wagon ‘NGTY 36207 R’ to ’ wagon ‘NGKF 36207 G’.

NGTY 36208

19.11.1989 Reclassified from wagon ‘NGTY 36208 D’ to ’ wagon ‘NGKF 36208 P’.

NGTY 36209

19.11.1989 Reclassified from wagon ‘NGTY 36209 M’ to ’ wagon ‘NGKF 36209 B’.
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NGTY 36210

19.11.1989 Reclassified from wagon ‘NGTY 36210 X’ to ’ wagon ‘NGKF 36210 U’.

NGTY 36211

19.11.1989 Reclassified from wagon ‘NGTY 36211 R’ to ’ wagon ‘NGKF 36211 G’.

NGTY 36212

19.11.1989 Reclassified from wagon ‘NGTY 36212 D’ to ’ wagon ‘NGKF 36212 P’.

NGTY 36213

19.11.1989 Reclassified from wagon ‘NGTY 36213 M’ to ’ wagon ‘NGKF 36213 B’.

NGTY 36214

12.12.1989 Reclassified from wagon ‘NGTY 36214 V’ to ’ wagon ‘NGKF 36214 K’.

NGTY 36215

19.11.1989 Reclassified from wagon ‘NGTY 36215 H’ to ’ wagon ‘NGKF 36215 T’.

NGTY 36216

19.11.1989 Reclassified from wagon ‘NGTY 36216 Q’ to ’ wagon ‘NGKF 36216 F’.

NGTY 36217

19.11.1989 Reclassified from wagon ‘NGTY 36217 C’ to ’ wagon ‘NGKF 36217 Y’.

NGTY 36218

19.11.1989 Reclassified from wagon ‘NGTY 36218 L’ to ’ wagon ‘NGKF 36218 A’.

NGTY 36219

19.11.1989 Reclassified from wagon ‘NGTY 36219 U’ to ’ wagon ‘NGKF 36219 J’.

NGTY 36220

19.11.1989 Reclassified from wagon ‘NGTY 36220 Q’ to ’ wagon ‘NGKF 36220 F’.

NGTY 36221

19.11.1989 Reclassified from wagon ‘NGTY 36221 C’ to ’ wagon ‘NGKF 36221 Y’.

NGTY 36222

19.11.1989 Reclassified from wagon ‘NGTY 36222 L’ to ’ wagon ‘NGKF 36222 A’.
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NGTY 36223

19.11.1989 Reclassified from wagon ‘NGTY 36223 U’ to ’ wagon ‘NGKF 36223 J’.

NGTY 36224

19.11.1989 Reclassified from wagon ‘NGTY 36224 G’ to ’ wagon ‘NGKF 36224 S’.

NGTY 36225

19.11.1989 Reclassified from wagon ‘NGTY 36225 P’ to ’ wagon ‘NGKF 36225 E’.

NGTY 36226

19.11.1989 Reclassified from wagon ‘NGTY 36226 B’ to ’ wagon ‘NGKF 36226 N’.

NGTY 36227

19.11.1989 Reclassified from wagon ‘NGTY 36227 K’ to ’ wagon ‘NGKF 36227 W’.

NGTY 36228

19.11.1989 Reclassified from wagon ‘NGTY 36228 T’ to ’ wagon ‘NGKF 36228 X’.

NGTY 36229

19.11.1989 Reclassified from wagon ‘NGTY 36229 F’ to ’ wagon ‘NGKF 36229 R’.

NGTY 36230

19.11.1989 Reclassified from wagon ‘NGTY 36230 B’ to ’ wagon ‘NGKF 36230 N’.

2.422 Wagon classification starting with ‘NHA’

NHAF 33001

26.09.1991 Reclassified from wagon ‘NHAF 33001 H’ to ’ wagon ‘NHZF 33001 N’.

NHAF 33002

Details: wagon ‘NHAF 33002 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33008

23.03.1993 Reclassified from wagon ‘NHAF 33008 B’ to ’ wagon ‘NHNF 33008 R’.

NHAF 33010

Details: wagon ‘NHAF 33010 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33011

Details: wagon ‘NHAF 33011 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ
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Capacity of 56 tonnes

13.04.1990 Reclassified from wagon ‘NHAF 33011 P’ to ’ wagon ‘NPGF 33011 D’.

NHAF 33012

26.09.1991 Reclassified from wagon ‘NHAF 33012 B’ to ’ wagon ‘NHZF 33012 H’.

NHAF 33014

26.06.1992 Reclassified from wagon ‘NHAF 33014 T’ to ’ wagon ‘NHRF 33014 B’.

NHAF 33016

17.04.1990 Reclassified from wagon ‘NHAF 33016 Y’ to ’ wagon ‘NHNF 33016 H’.

NHAF 33018

Details: wagon ‘NHAF 33018 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33022

Details: wagon ‘NHAF 33022 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33024

Details: wagon ‘NHAF 33024 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33028

Details: wagon ‘NHAF 33028 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

13.04.1990 Reclassified from wagon ‘NHAF 33028 R’ to ’ wagon ‘NPGF 33028 F’.
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NHAF 33029

Details: wagon ‘NHAF 33029 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33031

Details: wagon ‘NHAF 33031 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

13.04.1990 Reclassified from wagon ‘NHAF 33031 X’ to ’ wagon ‘NPGF 33031 T’.

NHAF 33032

Details: wagon ‘NHAF 33032 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33034

13.04.1990 Reclassified from wagon ‘NHAF 33034 M’ to ’ wagon ‘NPGF 33034 A’.

NHAF 33036

Details: wagon ‘NHAF 33036 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

13.04.1990 Reclassified from wagon ‘NHAF 33036 H’ to ’ wagon ‘NPGF 33036 S’.

NHAF 33037

Details: wagon ‘NHAF 33037 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33038

Details: wagon ‘NHAF 33038 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33039

Details: wagon ‘NHAF 33039 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHAF 33040

Details: wagon ‘NHAF 33040 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33041

Details: wagon ‘NHAF 33041 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33042

13.04.1990 Reclassified from wagon ‘NHAF 33042 C’ to ’ wagon ‘NPGF 33042 N’.

NHAF 33043

13.04.1990 Reclassified from wagon ‘NHAF 33043 L’ to ’ wagon ‘NPGF 33043 W’.
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NHAF 33044

Details: wagon ‘NHAF 33044 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33045

Details: wagon ‘NHAF 33045 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33049

Details: wagon ‘NHAF 33049 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33053

Details: wagon ‘NHAF 33053 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33054

23.03.1993 Reclassified from wagon ‘NHAF 33054 F’ to ’ wagon ‘NHNF 33054 V’.

NHAF 33056

26.09.1991 Reclassified from wagon ‘NHAF 33056 A’ to ’ wagon ‘NHZF 33056 G’.

NHAF 33057

Details: wagon ‘NHAF 33057 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33059

Details: wagon ‘NHAF 33059 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33060

Details: wagon ‘NHAF 33060 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

13.04.1990 Reclassified from wagon ‘NHAF 33060 A’ to ’ wagon ‘NPGF 33060 L’.
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NHAF 33062

26.09.1991 Reclassified from wagon ‘NHAF 33062 S’ to ’ wagon ‘NHNF 33062 L’.

NHAF 33064

26.09.1991 Reclassified from wagon ‘NHAF 33064 N’ to ’ wagon ‘NHNF 33064 G’.

NHAF 33065

Details: wagon ‘NHAF 33065 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33067

13.04.1990 Reclassified from wagon ‘NHAF 33067 R’ to ’ wagon ‘NPGF 33067 F’.
23.03.1993 Reclassified from wagon ‘NHAF 33067 R’ to ’ wagon ‘NHNF 33067 K’.

NHAF 33068

Details: wagon ‘NHAF 33068 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33069

23.03.1993 Reclassified from wagon ‘NHAF 33069 M’ to ’ wagon ‘NHNF 33069 F’.

NHAF 33070

Details: wagon ‘NHAF 33070 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33072

Details: wagon ‘NHAF 33072 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHAF 33073

Details: wagon ‘NHAF 33073 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33074

09.12.1992 Reclassified from wagon ‘NHAF 33074 V’ to ’ wagon ‘NHZF 33074 E’.

NHAF 33076

Details: wagon ‘NHAF 33076 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33078

Details: wagon ‘NHAF 33078 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33079

Details: wagon ‘NHAF 33079 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33080

Details: wagon ‘NHAF 33080 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

13.04.1990 Reclassified from wagon ‘NHAF 33080 Q’ to ’ wagon ‘NPGF 33080 E’.

NHAF 33081

Details: wagon ‘NHAF 33081 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33082

Details: wagon ‘NHAF 33082 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHAF 33083

Details: wagon ‘NHAF 33083 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33086

Details: wagon ‘NHAF 33086 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33087

Details: wagon ‘NHAF 33087 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33090

26.09.1991 Reclassified from wagon ‘NHAF 33090 B’ to ’ wagon ‘NHZF 33090 H’.

NHAF 33091

17.04.1990 Reclassified from wagon ‘NHAF 33091 K’ to ’ wagon ‘NHNF 33091 D’.

NHAF 33093

23.03.1993 Reclassified from wagon ‘NHAF 33093 F’ to ’ wagon ‘NHNF 33093 V’.

NHAF 33094

Details: wagon ‘NHAF 33094 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33095

23.03.1993 Reclassified from wagon ‘NHAF 33095 A’ to ’ wagon ‘NHNF 33095 Q’.

8318



2.422. Wagon classification starting with ‘NHA’

NHAF 33099

Details: wagon ‘NHAF 33099 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33101

13.04.1990 Reclassified from wagon ‘NHAF 33101 Y’ to ’ wagon ‘NPGF 33101 C’.

NHAF 33102

Details: wagon ‘NHAF 33102 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33103

Details: wagon ‘NHAF 33103 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33104

Details: wagon ‘NHAF 33104 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33105

26.09.1991 Reclassified from wagon ‘NHAF 33105 E’ to ’ wagon ‘NHZF 33105 K’.

NHAF 33106

26.09.1991 Reclassified from wagon ‘NHAF 33106 N’ to ’ wagon ‘NHZF 33106 T’.

NHAF 33108

Details: wagon ‘NHAF 33108 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33109

Details: wagon ‘NHAF 33109 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33110

23.03.1993 Reclassified from wagon ‘NHAF 33110 N’ to ’ wagon ‘NHNF 33110 G’.

NHAF 33111

Details: wagon ‘NHAF 33111 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33112

Details: wagon ‘NHAF 33112 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33117

Details: wagon ‘NHAF 33117 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8322



2.422. Wagon classification starting with ‘NHA’

NHAF 33118

17.04.1990 Reclassified from wagon ‘NHAF 33118 Q’ to ’ wagon ‘NHNF 33118 J’.

NHAF 33121

Details: wagon ‘NHAF 33121 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33122

17.04.1990 Reclassified from wagon ‘NHAF 33122 Q’ to ’ wagon ‘NHNF 33122 J’.

NHAF 33123

Details: wagon ‘NHAF 33123 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHAF 33124

13.04.1990 Reclassified from wagon ‘NHAF 33124 L’ to ’ wagon ‘NPGF 33124 W’.

NHAF 33126

26.09.1991 Reclassified from wagon ‘NHAF 33126 G’ to ’ wagon ‘NHZF 33126 M’.

NHAF 33127

17.04.1990 Reclassified from wagon ‘NHAF 33127 P’ to ’ wagon ‘NHNF 33127 X’.

NHAF 33128

Details: wagon ‘NHAF 33128 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33129

Details: wagon ‘NHAF 33129 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHAF 33130

Details: wagon ‘NHAF 33130 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33134

17.04.1990 Reclassified from wagon ‘NHAF 33134 T’ to ’ wagon ‘NHNF 33134 M’.

NHAF 33135

23.03.1993 Reclassified from wagon ‘NHAF 33135 F’ to ’ wagon ‘NHNF 33135 V’.

NHAF 33136

26.09.1991 Reclassified from wagon ‘NHAF 33136 Y’ to ’ wagon ‘NHZF 33136 U’.

NHAF 33138

Details: wagon ‘NHAF 33138 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33139

Details: wagon ‘NHAF 33139 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33140

23.03.1993 Reclassified from wagon ‘NHAF 33140 Y’ to ’ wagon ‘NHNF 33140 H’.

NHAF 33142

23.03.1993 Reclassified from wagon ‘NHAF 33142 J’ to ’ wagon ‘NHNF 33142 C’.

NHAF 33144

Details: wagon ‘NHAF 33144 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM

8326



2.423. Wagon classification starting with ‘NHB’

BSG Code: NSHZ

Capacity of 56 tonnes

NHAF 33150

Details: wagon ‘NHAF 33150 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHAY 33002

Details: wagon ‘NHAY 33002 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.423 Wagon classification starting with ‘NHB’

NHBF 237

Details: wagon ‘NHBF 237 A’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 244

Details: wagon ‘NHBF 244 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1401

Details: wagon ‘NHBF 1401 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989

8328



2.423. Wagon classification starting with ‘NHB’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1402

Details: wagon ‘NHBF 1402 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1403

Details: wagon ‘NHBF 1403 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8329



2. TIMS GROUP INFORMATION - WAGONS

NHBF 1404

Details: wagon ‘NHBF 1404 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1405

Details: wagon ‘NHBF 1405 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1406

Details: wagon ‘NHBF 1406 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1407

Details: wagon ‘NHBF 1407 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1408

Details: wagon ‘NHBF 1408 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHBF 1410

Details: wagon ‘NHBF 1410 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1412

Details: wagon ‘NHBF 1412 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1413

Details: wagon ‘NHBF 1413 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1414

Details: wagon ‘NHBF 1414 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1415

Details: wagon ‘NHBF 1415 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1416

Details: wagon ‘NHBF 1416 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

19.12.1991 Reclassified from wagon ‘NHBF 1416 S’ to ’ wagon ‘DOT 1416 G’.

NHBF 1417

Details: wagon ‘NHBF 1417 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHBF 1418

Details: wagon ‘NHBF 1418 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1419

Details: wagon ‘NHBF 1419 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1420

Details: wagon ‘NHBF 1420 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1551

Details: wagon ‘NHBF 1551 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1552

Details: wagon ‘NHBF 1552 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHBF 1553

Details: wagon ‘NHBF 1553 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1555

Details: wagon ‘NHBF 1555 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1556

Details: wagon ‘NHBF 1556 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1557

Details: wagon ‘NHBF 1557 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1558

Details: wagon ‘NHBF 1558 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.423. Wagon classification starting with ‘NHB’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1559

Details: wagon ‘NHBF 1559 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1560

Details: wagon ‘NHBF 1560 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHBF 1561

Details: wagon ‘NHBF 1561 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1562

Details: wagon ‘NHBF 1562 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1563

Details: wagon ‘NHBF 1563 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1564

Details: wagon ‘NHBF 1564 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1565

Details: wagon ‘NHBF 1565 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHBF 1566

Details: wagon ‘NHBF 1566 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1567

Details: wagon ‘NHBF 1567 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1568

Details: wagon ‘NHBF 1568 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1569

Details: wagon ‘NHBF 1569 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1570

Details: wagon ‘NHBF 1570 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1571

Details: wagon ‘NHBF 1571 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1572

Details: wagon ‘NHBF 1572 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHBF 1573

Details: wagon ‘NHBF 1573 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1574

Details: wagon ‘NHBF 1574 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1575

Details: wagon ‘NHBF 1575 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne

8345



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1576

Details: wagon ‘NHBF 1576 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1577

Details: wagon ‘NHBF 1577 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHBF 1578

Details: wagon ‘NHBF 1578 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1579

Details: wagon ‘NHBF 1579 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1580

Details: wagon ‘NHBF 1580 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 1753

Details: wagon ‘NHBF 1753 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHBF 28857

24.09.1990 Repair ‘VEHICLE RECLASSIFY’.
24.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28857 R’

2.424 Wagon classification starting with ‘NHC’

NHCF 35401

05.11.1989 Reclassified from wagon ‘NHCF 35401 H’ to ’ wagon ‘NPFH 35401 R’.
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NHCF 35403

Details: wagon ‘NHCF 35403 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35404

20.06.1989 Reclassified from wagon ‘NHCF 35404 L’ to ’ wagon ‘NPFH 35404 V’.

NHCF 35405

Details: wagon ‘NHCF 35405 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35406

Details: wagon ‘NHCF 35406 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35407

Details: wagon ‘NHCF 35407 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35408

Details: wagon ‘NHCF 35408 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35409

Details: wagon ‘NHCF 35409 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35410

Details: wagon ‘NHCF 35410 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35411

Details: wagon ‘NHCF 35411 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35412

Details: wagon ‘NHCF 35412 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35413

Details: wagon ‘NHCF 35413 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35414

Details: wagon ‘NHCF 35414 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35415

Details: wagon ‘NHCF 35415 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHCF 35416

Details: wagon ‘NHCF 35416 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35417

Details: wagon ‘NHCF 35417 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35418

Details: wagon ‘NHCF 35418 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35419

Details: wagon ‘NHCF 35419 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35420

Details: wagon ‘NHCF 35420 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35421

Details: wagon ‘NHCF 35421 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35422

05.11.1989 Reclassified from wagon ‘NHCF 35422 J’ to ’ wagon ‘NPFH 35422 T’.

NHCF 35423

Details: wagon ‘NHCF 35423 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35424

Details: wagon ‘NHCF 35424 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35426

05.11.1989 Reclassified from wagon ‘NHCF 35426 W’ to ’ wagon ‘NPFH 35426 J’.

NHCF 35427

Details: wagon ‘NHCF 35427 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35428

Details: wagon ‘NHCF 35428 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35429

13.04.1990 Reclassified from wagon ‘NHCF 35429 D’ to ’ wagon ‘NPKH 35429 F’.

NHCF 35430

05.11.1989 Reclassified from wagon ‘NHCF 35430 W’ to ’ wagon ‘NPFH 35430 J’.

NHCF 35431

Details: wagon ‘NHCF 35431 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35432

Details: wagon ‘NHCF 35432 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35433

Details: wagon ‘NHCF 35433 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35434

20.06.1989 Reclassified from wagon ‘NHCF 35434 M’ to ’ wagon ‘NPFH 35434 W’.

NHCF 35435

21.06.1989 Reclassified from wagon ‘NHCF 35435 V’ to ’ wagon ‘NPFH 35435 X’.

NHCF 35436

05.11.1989 Reclassified from wagon ‘NHCF 35436 H’ to ’ wagon ‘NPFH 35436 R’.

NHCF 35437

14.04.1992 Reclassified from wagon ‘NHCF 35437 Q’ to ’ wagon ‘NPFH 35437 D’.
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NHCF 35438

26.06.1989 Reclassified from wagon ‘NHCF 35438 C’ to ’ wagon ‘NPFH 35438 M’.

NHCF 35439

Details: wagon ‘NHCF 35439 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35440

13.04.1990 Reclassified from wagon ‘NHCF 35440 H’ to ’ wagon ‘NPKH 35440 J’.

NHCF 35441

Details: wagon ‘NHCF 35441 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35442

Details: wagon ‘NHCF 35442 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35443

Details: wagon ‘NHCF 35443 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35444

20.06.1989 Reclassified from wagon ‘NHCF 35444 U’ to ’ wagon ‘NPFH 35444 H’.

NHCF 35445

Details: wagon ‘NHCF 35445 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35446

Details: wagon ‘NHCF 35446 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35447

Details: wagon ‘NHCF 35447 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35448

Details: wagon ‘NHCF 35448 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35449

Details: wagon ‘NHCF 35449 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35450

Details: wagon ‘NHCF 35450 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35451

Details: wagon ‘NHCF 35451 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35452

05.11.1989 Reclassified from wagon ‘NHCF 35452 K’ to ’ wagon ‘NPFH 35452 U’.

NHCF 35453

20.06.1989 Reclassified from wagon ‘NHCF 35453 T’ to ’ wagon ‘NPFH 35453 G’.
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NHCF 35454

20.06.1989 Reclassified from wagon ‘NHCF 35454 F’ to ’ wagon ‘NPFH 35454 P’.

NHCF 35455

Details: wagon ‘NHCF 35455 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35456

05.11.1989 Reclassified from wagon ‘NHCF 35456 A’ to ’ wagon ‘NPFH 35456 K’.

NHCF 35458

05.11.1989 Reclassified from wagon ‘NHCF 35458 S’ to ’ wagon ‘NPFH 35458 F’.

NHCF 35459

05.11.1989 Reclassified from wagon ‘NHCF 35459 E’ to ’ wagon ‘NPFH 35459 Y’.

NHCF 35460

Details: wagon ‘NHCF 35460 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35461

Details: wagon ‘NHCF 35461 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35462

Details: wagon ‘NHCF 35462 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35463

Details: wagon ‘NHCF 35463 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35464

Details: wagon ‘NHCF 35464 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35465

Details: wagon ‘NHCF 35465 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35466

Details: wagon ‘NHCF 35466 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35469

Details: wagon ‘NHCF 35469 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHCF 35470

Details: wagon ‘NHCF 35470 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35471

Details: wagon ‘NHCF 35471 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35472

Details: wagon ‘NHCF 35472 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35473

Details: wagon ‘NHCF 35473 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35474

Details: wagon ‘NHCF 35474 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35475

Details: wagon ‘NHCF 35475 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35476

Details: wagon ‘NHCF 35476 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35477

Details: wagon ‘NHCF 35477 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35478

Details: wagon ‘NHCF 35478 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35479

Details: wagon ‘NHCF 35479 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35480

Details: wagon ‘NHCF 35480 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35481

Details: wagon ‘NHCF 35481 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHCF 35482

Details: wagon ‘NHCF 35482 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35483

21.06.1989 Reclassified from wagon ‘NHCF 35483 U’ to ’ wagon ‘NPFH 35483 H’.

NHCF 35484

Details: wagon ‘NHCF 35484 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35485

Details: wagon ‘NHCF 35485 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35486

Details: wagon ‘NHCF 35486 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35487

Details: wagon ‘NHCF 35487 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35488

Details: wagon ‘NHCF 35488 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35489

Details: wagon ‘NHCF 35489 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHCF 35490

Details: wagon ‘NHCF 35490 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35491

Details: wagon ‘NHCF 35491 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35492

Details: wagon ‘NHCF 35492 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35493

Details: wagon ‘NHCF 35493 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35494

Details: wagon ‘NHCF 35494 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35495

Details: wagon ‘NHCF 35495 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35496

Details: wagon ‘NHCF 35496 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35497

Details: wagon ‘NHCF 35497 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35498

Details: wagon ‘NHCF 35498 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35499

Details: wagon ‘NHCF 35499 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35500

Details: wagon ‘NHCF 35500 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35501

Details: wagon ‘NHCF 35501 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHCF 35502

26.06.1989 Reclassified from wagon ‘NHCF 35502 A’ to ’ wagon ‘NPFH 35502 K’.

NHCF 35503

21.06.1989 Reclassified from wagon ‘NHCF 35503 J’ to ’ wagon ‘NPFH 35503 T’.

NHCF 35504

Details: wagon ‘NHCF 35504 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35505

13.04.1990 Reclassified from wagon ‘NHCF 35505 E’ to ’ wagon ‘NPKH 35505 G’.

NHCF 35506

26.06.1989 Reclassified from wagon ‘NHCF 35506 N’ to ’ wagon ‘NPFH 35506 A’.

NHCF 35507

26.06.1989 Reclassified from wagon ‘NHCF 35507 W’ to ’ wagon ‘NPFH 35507 J’.

NHCF 35508

26.06.1989 Reclassified from wagon ‘NHCF 35508 X’ to ’ wagon ‘NPFH 35508 S’.
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NHCF 35510

Details: wagon ‘NHCF 35510 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35511

Details: wagon ‘NHCF 35511 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35512

Details: wagon ‘NHCF 35512 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35513

Details: wagon ‘NHCF 35513 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35514

26.06.1989 Reclassified from wagon ‘NHCF 35514 D’ to ’ wagon ‘NPFH 35514 N’.

NHCF 35515

26.06.1989 Reclassified from wagon ‘NHCF 35515 M’ to ’ wagon ‘NPFH 35515 W’.

NHCF 35516

Details: wagon ‘NHCF 35516 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35517

21.06.1989 Reclassified from wagon ‘NHCF 35517 H’ to ’ wagon ‘NPFH 35517 R’.

NHCF 35518

Details: wagon ‘NHCF 35518 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35519

Details: wagon ‘NHCF 35519 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35520

26.06.1989 Reclassified from wagon ‘NHCF 35520 V’ to ’ wagon ‘NPFH 35520 X’.

NHCF 35521

Details: wagon ‘NHCF 35521 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35522

Details: wagon ‘NHCF 35522 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35523

Details: wagon ‘NHCF 35523 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35524

Details: wagon ‘NHCF 35524 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35525

Details: wagon ‘NHCF 35525 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35526

20.06.1989 Reclassified from wagon ‘NHCF 35526 G’ to ’ wagon ‘NPFH 35526 Q’.

NHCF 35527

Details: wagon ‘NHCF 35527 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35528

Details: wagon ‘NHCF 35528 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35529

Details: wagon ‘NHCF 35529 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35530

Details: wagon ‘NHCF 35530 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35531

Details: wagon ‘NHCF 35531 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35532

26.06.1989 Reclassified from wagon ‘NHCF 35532 B’ to ’ wagon ‘NPFH 35532 L’.

NHCF 35533

Details: wagon ‘NHCF 35533 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35534

Details: wagon ‘NHCF 35534 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35535

Details: wagon ‘NHCF 35535 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35536

Details: wagon ‘NHCF 35536 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35537

26.10.1990 Reclassified from wagon ‘NHCF 35537 A’ to ’ wagon ‘NPKH 35537 C’.

NHCF 35538

Details: wagon ‘NHCF 35538 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35539

Details: wagon ‘NHCF 35539 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35540

Details: wagon ‘NHCF 35540 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35541

Details: wagon ‘NHCF 35541 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35542

05.11.1989 Reclassified from wagon ‘NHCF 35542 J’ to ’ wagon ‘NPFH 35542 T’.

NHCF 35543

Details: wagon ‘NHCF 35543 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35544

Details: wagon ‘NHCF 35544 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35545

Details: wagon ‘NHCF 35545 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW

8394



2.424. Wagon classification starting with ‘NHC’

Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35546

Details: wagon ‘NHCF 35546 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35547

26.06.1989 Reclassified from wagon ‘NHCF 35547 X’ to ’ wagon ‘NPFH 35547 S’.

NHCF 35548

Details: wagon ‘NHCF 35548 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35549

Details: wagon ‘NHCF 35549 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35550

Details: wagon ‘NHCF 35550 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35551

Details: wagon ‘NHCF 35551 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35552

Details: wagon ‘NHCF 35552 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35553

Details: wagon ‘NHCF 35553 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHCF 35554

Details: wagon ‘NHCF 35554 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35555

Details: wagon ‘NHCF 35555 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35556

Details: wagon ‘NHCF 35556 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35557

05.11.1989 Reclassified from wagon ‘NHCF 35557 Q’ to ’ wagon ‘NPFH 35557 D’.

NHCF 35558

Details: wagon ‘NHCF 35558 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35559

Details: wagon ‘NHCF 35559 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35560

Details: wagon ‘NHCF 35560 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35561

Details: wagon ‘NHCF 35561 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35562

Details: wagon ‘NHCF 35562 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35563

Details: wagon ‘NHCF 35563 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35564

05.11.1989 Reclassified from wagon ‘NHCF 35564 U’ to ’ wagon ‘NPFH 35564 H’.

NHCF 35565

Details: wagon ‘NHCF 35565 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35566

05.11.1989 Reclassified from wagon ‘NHCF 35566 P’ to ’ wagon ‘NPFH 35566 C’.

NHCF 35567

05.11.1989 Reclassified from wagon ‘NHCF 35567 B’ to ’ wagon ‘NPFH 35567 L’.

NHCF 35568

Details: wagon ‘NHCF 35568 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35569

Details: wagon ‘NHCF 35569 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35570

Details: wagon ‘NHCF 35570 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35571

Details: wagon ‘NHCF 35571 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35572

Details: wagon ‘NHCF 35572 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35573

Details: wagon ‘NHCF 35573 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35574

Details: wagon ‘NHCF 35574 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35575

26.06.1989 Reclassified from wagon ‘NHCF 35575 Y’ to ’ wagon ‘NPFH 35575 B’.

NHCF 35576

26.06.1989 Reclassified from wagon ‘NHCF 35576 A’ to ’ wagon ‘NPFH 35576 K’.

NHCF 35577

05.11.1989 Reclassified from wagon ‘NHCF 35577 J’ to ’ wagon ‘NPFH 35577 T’.

NHCF 35578

26.06.1989 Reclassified from wagon ‘NHCF 35578 S’ to ’ wagon ‘NPFH 35578 F’.

NHCF 35579

21.06.1989 Reclassified from wagon ‘NHCF 35579 E’ to ’ wagon ‘NPFH 35579 Y’.

NHCF 35580

Details: wagon ‘NHCF 35580 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35581

05.11.1989 Reclassified from wagon ‘NHCF 35581 J’ to ’ wagon ‘NPFH 35581 T’.

NHCF 35582

21.06.1989 Reclassified from wagon ‘NHCF 35582 S’ to ’ wagon ‘NPFH 35582 F’.

NHCF 35583

Details: wagon ‘NHCF 35583 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35584

05.11.1989 Reclassified from wagon ‘NHCF 35584 N’ to ’ wagon ‘NPFH 35584 A’.

NHCF 35585

26.06.1989 Reclassified from wagon ‘NHCF 35585 W’ to ’ wagon ‘NPFH 35585 J’.
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NHCF 35586

Details: wagon ‘NHCF 35586 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35587

Details: wagon ‘NHCF 35587 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35588

Details: wagon ‘NHCF 35588 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35589

05.11.1989 Reclassified from wagon ‘NHCF 35589 M’ to ’ wagon ‘NPFH 35589 W’.

NHCF 35590

21.06.1989 Reclassified from wagon ‘NHCF 35590 X’ to ’ wagon ‘NPFH 35590 S’.

NHCF 35591

26.06.1989 Reclassified from wagon ‘NHCF 35591 R’ to ’ wagon ‘NPFH 35591 E’.

NHCF 35592

05.11.1989 Reclassified from wagon ‘NHCF 35592 D’ to ’ wagon ‘NPFH 35592 N’.

NHCF 35593

05.11.1989 Reclassified from wagon ‘NHCF 35593 M’ to ’ wagon ‘NPFH 35593 W’.

NHCF 35594

Details: wagon ‘NHCF 35594 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHCF 35595

Details: wagon ‘NHCF 35595 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35596

Details: wagon ‘NHCF 35596 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35597

Details: wagon ‘NHCF 35597 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35598

Details: wagon ‘NHCF 35598 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHCF 35600

Details: wagon ‘NHCF 35600 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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2.425. Wagon classification starting with ‘NHD’

Capacity of 56 tonnes

2.425 Wagon classification starting with ‘NHD’

NHDF 28633

Details: wagon ‘NHDF 28633 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 28638

Details: wagon ‘NHDF 28638 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NPLF 28638 D
BSG Code: NSHE

Capacity of 55 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 28638 D’
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NHDF 28653

Details: wagon ‘NHDF 28653 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 28681

Details: wagon ‘NHDF 28681 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 28682

Details: wagon ‘NHDF 28682 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 28715

Details: wagon ‘NHDF 28715 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF28715G
BSG Code: NSHZ

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28715 G’

NHDF 28723

Details: wagon ‘NHDF 28723 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 28799

Details: wagon ‘NHDF 28799 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 28800

Details: wagon ‘NHDF 28800 T’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF28800
BSG Code: NSHZ

Capacity of 56 tonnes
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NHDF 28804

Details: wagon ‘NHDF 28804 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NPLF28804D
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 28804 D’

NHDF 28807

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 28807 H’

NHDF 28839

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28839 T’

NHDF 28893

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 28893 U’

NHDF 28913

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28913 C’
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NHDF 28923

Details: wagon ‘NHDF 28923 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NPBF28923K
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 28923 K’

NHDF 29025

Details: wagon ‘NHDF 29025 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NPBF 29025 R
BSG Code: NSHE

Capacity of 55 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29025 R’
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NHDF 29068

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29068 H’

NHDF 29147

Details: wagon ‘NHDF 29147 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NPBF29147C
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29147 M’

NHDF 29160

Details: wagon ‘NHDF 29160 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8417



2. TIMS GROUP INFORMATION - WAGONS

NHDF 29161

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 29161 E’

NHDF 29165

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29165 K’

NHDF 29178

Details: wagon ‘NHDF 29178 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 29271

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 29271 T’
28.08.1992 Repair ‘DOOR COMPLETE’.
03.09.1992 Repair ‘BOGIE COMPLETE’.

NHDF 29302

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29302 S’

NHDF 29311

Details: wagon ‘NHDF 29311 H’ in AN ‘Mainland Division’.
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2.425. Wagon classification starting with ‘NHD’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF29311R
BSG Code: NSHZ

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 29311 R’

NHDF 29335

Details: wagon ‘NHDF 29335 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 29376

Details: wagon ‘NHDF 29376 X’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF29376
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 29404

Details: wagon ‘NHDF 29404 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 32043

Details: wagon ‘NHDF 32043 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHDF 32146

Details: wagon ‘NHDF 32146 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 32184

Details: wagon ‘NHDF 32184 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 32224

Details: wagon ‘NHDF 32224 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NPBF32224X
BSG Code: NSHZ

Capacity of 56 tonnes

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPBF 32224 X’

NHDF 32306

Details: wagon ‘NHDF 32306 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHDF 32370

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPLF 32370 D’

2.426 Wagon classification starting with ‘NHE’

NHEF 33151

Details: wagon ‘NHEF 33151 U’ in AN ‘Mainland Division’.
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2.426. Wagon classification starting with ‘NHE’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33152

01.08.1991 Reclassified from wagon ‘NHEF 33152 G’ to ’ wagon ‘NPPF 33152 J’.

NHEF 33153

24.04.1991 Reclassified from wagon ‘NHEF 33153 P’ to ’ wagon ‘NPPF 33153 S’.

NHEF 33154

Details: wagon ‘NHEF 33154 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33155

24.04.1991 Reclassified from wagon ‘NHEF 33155 K’ to ’ wagon ‘NPPF 33155 N’.
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NHEF 33157

Details: wagon ‘NHEF 33157 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33158

Details: wagon ‘NHEF 33158 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33159

Details: wagon ‘NHEF 33159 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33160

Details: wagon ‘NHEF 33160 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33161

Details: wagon ‘NHEF 33161 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHEF 33162

24.04.1991 Reclassified from wagon ‘NHEF 33162 Y’ to ’ wagon ‘NPPF 33162 R’.

NHEF 33163

Details: wagon ‘NHEF 33163 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33164

Details: wagon ‘NHEF 33164 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHEF 33166

Details: wagon ‘NHEF 33166 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33167

Details: wagon ‘NHEF 33167 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33168

Details: wagon ‘NHEF 33168 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33169

02.12.1991 Reclassified from wagon ‘NHEF 33169 X’ to ’ wagon ‘NPPF 33169 L’.

NHEF 33170

24.04.1991 Reclassified from wagon ‘NHEF 33170 E’ to ’ wagon ‘NPPF 33170 H’.

NHEF 33171

Details: wagon ‘NHEF 33171 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33172

Details: wagon ‘NHEF 33172 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33173

Details: wagon ‘NHEF 33173 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33174

Details: wagon ‘NHEF 33174 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHEF 33175

24.04.1991 Reclassified from wagon ‘NHEF 33175 D’ to ’ wagon ‘NPPF 33175 G’.

NHEF 33176

24.04.1991 Reclassified from wagon ‘NHEF 33176 M’ to ’ wagon ‘NPPF 33176 P’.

NHEF 33177

Details: wagon ‘NHEF 33177 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33178

24.04.1991 Reclassified from wagon ‘NHEF 33178 H’ to ’ wagon ‘NPPF 33178 K’.

NHEF 33179

Details: wagon ‘NHEF 33179 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHEF 33180

Details: wagon ‘NHEF 33180 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33181

Details: wagon ‘NHEF 33181 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33182

Details: wagon ‘NHEF 33182 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33184

Details: wagon ‘NHEF 33184 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33185

Details: wagon ‘NHEF 33185 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33186

17.06.1991 Reclassified from wagon ‘NHEF 33186 U’ to ’ wagon ‘NPPF 33186 A’.

NHEF 33187

24.04.1991 Reclassified from wagon ‘NHEF 33187 G’ to ’ wagon ‘NPPF 33187 J’.

NHEF 33188

Details: wagon ‘NHEF 33188 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33189

Details: wagon ‘NHEF 33189 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33190

Details: wagon ‘NHEF 33190 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33191

Details: wagon ‘NHEF 33191 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33192

24.04.1991 Reclassified from wagon ‘NHEF 33192 P’ to ’ wagon ‘NPPF 33192 S’.
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NHEF 33193

24.04.1991 Reclassified from wagon ‘NHEF 33193 B’ to ’ wagon ‘NPPF 33193 E’.

NHEF 33194

24.04.1991 Reclassified from wagon ‘NHEF 33194 K’ to ’ wagon ‘NPPF 33194 N’.

NHEF 33195

Details: wagon ‘NHEF 33195 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33196

24.04.1991 Reclassified from wagon ‘NHEF 33196 F’ to ’ wagon ‘NPPF 33196 X’.

NHEF 33197

Details: wagon ‘NHEF 33197 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHEF 33198

Details: wagon ‘NHEF 33198 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33199

Details: wagon ‘NHEF 33199 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33200

Details: wagon ‘NHEF 33200 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33201

Details: wagon ‘NHEF 33201 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33202

24.04.1991 Reclassified from wagon ‘NHEF 33202 T’ to ’ wagon ‘NPPF 33202 W’.

NHEF 33203

24.04.1991 Reclassified from wagon ‘NHEF 33203 F’ to ’ wagon ‘NPPF 33203 X’.

NHEF 33204

Details: wagon ‘NHEF 33204 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33205

Details: wagon ‘NHEF 33205 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33206

Details: wagon ‘NHEF 33206 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33207

Details: wagon ‘NHEF 33207 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33208

Details: wagon ‘NHEF 33208 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33209

24.04.1991 Reclassified from wagon ‘NHEF 33209 N’ to ’ wagon ‘NPPF 33209 Q’.
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NHEF 33210

Details: wagon ‘NHEF 33210 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33211

Details: wagon ‘NHEF 33211 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33212

Details: wagon ‘NHEF 33212 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33213

24.04.1991 Reclassified from wagon ‘NHEF 33213 N’ to ’ wagon ‘NPPF 33213 Q’.

NHEF 33214

Details: wagon ‘NHEF 33214 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33215

Details: wagon ‘NHEF 33215 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33216

Details: wagon ‘NHEF 33216 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33217

Details: wagon ‘NHEF 33217 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHEF 33218

24.04.1991 Reclassified from wagon ‘NHEF 33218 M’ to ’ wagon ‘NPPF 33218 P’.

NHEF 33219

24.04.1991 Reclassified from wagon ‘NHEF 33219 V’ to ’ wagon ‘NPPF 33219 B’.

NHEF 33220

Details: wagon ‘NHEF 33220 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33221

Details: wagon ‘NHEF 33221 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHEF 33222

Details: wagon ‘NHEF 33222 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33223

Details: wagon ‘NHEF 33223 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33224

24.04.1991 Reclassified from wagon ‘NHEF 33224 H’ to ’ wagon ‘NPPF 33224 K’.

NHEF 33225

Details: wagon ‘NHEF 33225 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33226

Details: wagon ‘NHEF 33226 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33227

Details: wagon ‘NHEF 33227 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33228

Details: wagon ‘NHEF 33228 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33229

Details: wagon ‘NHEF 33229 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHEF 33230

Details: wagon ‘NHEF 33230 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33231

Details: wagon ‘NHEF 33231 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33232

Details: wagon ‘NHEF 33232 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33233

Details: wagon ‘NHEF 33233 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33234

24.04.1991 Reclassified from wagon ‘NHEF 33234 P’ to ’ wagon ‘NPPF 33234 S’.

NHEF 33235

Details: wagon ‘NHEF 33235 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33236

Details: wagon ‘NHEF 33236 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33237

Details: wagon ‘NHEF 33237 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHEF 33238

Details: wagon ‘NHEF 33238 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33239

Details: wagon ‘NHEF 33239 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33240

Details: wagon ‘NHEF 33240 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33242

24.04.1991 Reclassified from wagon ‘NHEF 33242 F’ to ’ wagon ‘NPPF 33242 X’.

NHEF 33244

Details: wagon ‘NHEF 33244 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33245

Details: wagon ‘NHEF 33245 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33246

17.06.1991 Reclassified from wagon ‘NHEF 33246 S’ to ’ wagon ‘NPPF 33246 V’.

NHEF 33247

Details: wagon ‘NHEF 33247 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHEF 33248

Details: wagon ‘NHEF 33248 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHEF 33249

24.04.1991 Reclassified from wagon ‘NHEF 33249 W’ to ’ wagon ‘NPPF 33249 C’.

NHEF 33250

Details: wagon ‘NHEF 33250 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.427 Wagon classification starting with ‘NHF’

NHFF 42500

Details: wagon ‘NHFF 42500 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42501

Details: wagon ‘NHFF 42501 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42502

Details: wagon ‘NHFF 42502 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42503

Details: wagon ‘NHFF 42503 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42504

Details: wagon ‘NHFF 42504 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42505

Details: wagon ‘NHFF 42505 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42506

Details: wagon ‘NHFF 42506 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42507

Details: wagon ‘NHFF 42507 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42508

Details: wagon ‘NHFF 42508 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42509

Details: wagon ‘NHFF 42509 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42510

Details: wagon ‘NHFF 42510 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42511

Details: wagon ‘NHFF 42511 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42512

Details: wagon ‘NHFF 42512 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42513

Details: wagon ‘NHFF 42513 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42514

Details: wagon ‘NHFF 42514 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42515

Details: wagon ‘NHFF 42515 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42516

Details: wagon ‘NHFF 42516 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42517

Details: wagon ‘NHFF 42517 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42518

Details: wagon ‘NHFF 42518 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42519

Details: wagon ‘NHFF 42519 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42520

Details: wagon ‘NHFF 42520 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42521

Details: wagon ‘NHFF 42521 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42522

Details: wagon ‘NHFF 42522 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42523

Details: wagon ‘NHFF 42523 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42524

Details: wagon ‘NHFF 42524 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42525

Details: wagon ‘NHFF 42525 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42526

Details: wagon ‘NHFF 42526 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42527

Details: wagon ‘NHFF 42527 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42528

Details: wagon ‘NHFF 42528 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42529

Details: wagon ‘NHFF 42529 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42530

Details: wagon ‘NHFF 42530 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42531

Details: wagon ‘NHFF 42531 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42532

Details: wagon ‘NHFF 42532 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42533

Details: wagon ‘NHFF 42533 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42534

Details: wagon ‘NHFF 42534 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42535

Details: wagon ‘NHFF 42535 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42536

Details: wagon ‘NHFF 42536 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42537

Details: wagon ‘NHFF 42537 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42538

Details: wagon ‘NHFF 42538 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42539

Details: wagon ‘NHFF 42539 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42540

Details: wagon ‘NHFF 42540 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42541

Details: wagon ‘NHFF 42541 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42542

Details: wagon ‘NHFF 42542 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42543

Details: wagon ‘NHFF 42543 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42544

Details: wagon ‘NHFF 42544 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42545

Details: wagon ‘NHFF 42545 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42546

Details: wagon ‘NHFF 42546 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42547

Details: wagon ‘NHFF 42547 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42548

Details: wagon ‘NHFF 42548 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42549

Details: wagon ‘NHFF 42549 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42550

Details: wagon ‘NHFF 42550 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42551

Details: wagon ‘NHFF 42551 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42552

Details: wagon ‘NHFF 42552 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42553

Details: wagon ‘NHFF 42553 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42554

Details: wagon ‘NHFF 42554 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42555

Details: wagon ‘NHFF 42555 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42556

Details: wagon ‘NHFF 42556 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42557

Details: wagon ‘NHFF 42557 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42558

27.03.1994 Reclassified from wagon ‘NHFF 42558 V’ to ’ wagon ‘NHSH 42558 W’.

NHFF 42559

Details: wagon ‘NHFF 42559 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42560

Details: wagon ‘NHFF 42560 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42561

Details: wagon ‘NHFF 42561 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42562

Details: wagon ‘NHFF 42562 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42563

Details: wagon ‘NHFF 42563 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42564

Details: wagon ‘NHFF 42564 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42565

Details: wagon ‘NHFF 42565 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42566

Details: wagon ‘NHFF 42566 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42567

Details: wagon ‘NHFF 42567 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42568

Details: wagon ‘NHFF 42568 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42569

Details: wagon ‘NHFF 42569 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

8481



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42570

Details: wagon ‘NHFF 42570 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42571

Details: wagon ‘NHFF 42571 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42572

Details: wagon ‘NHFF 42572 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42573

Details: wagon ‘NHFF 42573 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42574

Details: wagon ‘NHFF 42574 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42575

Details: wagon ‘NHFF 42575 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42576

Details: wagon ‘NHFF 42576 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42577

27.03.1994 Reclassified from wagon ‘NHFF 42577 F’ to ’ wagon ‘NHSH 42577 G’.

NHFF 42578

Details: wagon ‘NHFF 42578 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42579

Details: wagon ‘NHFF 42579 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42580

Details: wagon ‘NHFF 42580 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42581

Details: wagon ‘NHFF 42581 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42582

Details: wagon ‘NHFF 42582 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42583

Details: wagon ‘NHFF 42583 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42584

Details: wagon ‘NHFF 42584 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42585

Details: wagon ‘NHFF 42585 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42586

27.03.1994 Reclassified from wagon ‘NHFF 42586 E’ to ’ wagon ‘NHSH 42586 F’.

NHFF 42587

27.03.1994 Reclassified from wagon ‘NHFF 42587 N’ to ’ wagon ‘NHSH 42587 Y’.

NHFF 42588

Details: wagon ‘NHFF 42588 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42589

Details: wagon ‘NHFF 42589 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42590

Details: wagon ‘NHFF 42590 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42591

Details: wagon ‘NHFF 42591 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42592

Details: wagon ‘NHFF 42592 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42593

27.03.1994 Reclassified from wagon ‘NHFF 42593 X’ to ’ wagon ‘NHSH 42593 J’.

NHFF 42594

Details: wagon ‘NHFF 42594 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42595

Details: wagon ‘NHFF 42595 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42596

Details: wagon ‘NHFF 42596 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42597

Details: wagon ‘NHFF 42597 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42598

Details: wagon ‘NHFF 42598 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42599

Details: wagon ‘NHFF 42599 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42600

Details: wagon ‘NHFF 42600 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42601

Details: wagon ‘NHFF 42601 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42602

Details: wagon ‘NHFF 42602 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42603

Details: wagon ‘NHFF 42603 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42604

Details: wagon ‘NHFF 42604 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42605

Details: wagon ‘NHFF 42605 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42606

Details: wagon ‘NHFF 42606 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42607

Details: wagon ‘NHFF 42607 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42608

Details: wagon ‘NHFF 42608 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42609

Details: wagon ‘NHFF 42609 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42610

Details: wagon ‘NHFF 42610 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42611

Details: wagon ‘NHFF 42611 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42612

Details: wagon ‘NHFF 42612 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42613

27.03.1994 Reclassified from wagon ‘NHFF 42613 U’ to ’ wagon ‘NHSH 42613 V’.

NHFF 42614

Details: wagon ‘NHFF 42614 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42615

27.03.1994 Reclassified from wagon ‘NHFF 42615 P’ to ’ wagon ‘NHSH 42615 Q’.

NHFF 42616

Details: wagon ‘NHFF 42616 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42617

Details: wagon ‘NHFF 42617 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42618

Details: wagon ‘NHFF 42618 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42619

Details: wagon ‘NHFF 42619 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42620

Details: wagon ‘NHFF 42620 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42621

Details: wagon ‘NHFF 42621 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42622

Details: wagon ‘NHFF 42622 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42623

Details: wagon ‘NHFF 42623 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42624

Details: wagon ‘NHFF 42624 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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2.427. Wagon classification starting with ‘NHF’

Capacity of 56 tonnes

NHFF 42625

Details: wagon ‘NHFF 42625 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42626

Details: wagon ‘NHFF 42626 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42627

Details: wagon ‘NHFF 42627 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42628

Details: wagon ‘NHFF 42628 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42629

Details: wagon ‘NHFF 42629 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42630

Details: wagon ‘NHFF 42630 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42631

Details: wagon ‘NHFF 42631 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42632

Details: wagon ‘NHFF 42632 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42633

15.02.1994 Reclassified from wagon ‘NHFF 42633 N’ to ’ wagon ‘NHSH 42633 Y’.

NHFF 42634

Details: wagon ‘NHFF 42634 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42635

Details: wagon ‘NHFF 42635 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42636

Details: wagon ‘NHFF 42636 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42637

Details: wagon ‘NHFF 42637 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42638

Details: wagon ‘NHFF 42638 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42639

Details: wagon ‘NHFF 42639 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42640

Details: wagon ‘NHFF 42640 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42641

Details: wagon ‘NHFF 42641 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42642

Details: wagon ‘NHFF 42642 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42643

Details: wagon ‘NHFF 42643 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42644

Details: wagon ‘NHFF 42644 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42645

Details: wagon ‘NHFF 42645 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42646

15.02.1994 Reclassified from wagon ‘NHFF 42646 C’ to ’ wagon ‘NHSH 42646 D’.

NHFF 42647

27.03.1994 Reclassified from wagon ‘NHFF 42647 L’ to ’ wagon ‘NHSH 42647 M’.

NHFF 42648

Details: wagon ‘NHFF 42648 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42649

Details: wagon ‘NHFF 42649 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42650

Details: wagon ‘NHFF 42650 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42651

Details: wagon ‘NHFF 42651 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42652

Details: wagon ‘NHFF 42652 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42653

Details: wagon ‘NHFF 42653 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42654

Details: wagon ‘NHFF 42654 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42655

Details: wagon ‘NHFF 42655 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42656

Details: wagon ‘NHFF 42656 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

8514



2.427. Wagon classification starting with ‘NHF’

Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42657

Details: wagon ‘NHFF 42657 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42658

27.03.1994 Reclassified from wagon ‘NHFF 42658 F’ to ’ wagon ‘NHSH 42658 G’.

NHFF 42659

Details: wagon ‘NHFF 42659 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42660

Details: wagon ‘NHFF 42660 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42661

Details: wagon ‘NHFF 42661 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.427. Wagon classification starting with ‘NHF’

NHFF 42662

Details: wagon ‘NHFF 42662 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42663

Details: wagon ‘NHFF 42663 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42664

Details: wagon ‘NHFF 42664 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42665

Details: wagon ‘NHFF 42665 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42666

Details: wagon ‘NHFF 42666 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42667

Details: wagon ‘NHFF 42667 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42668

Details: wagon ‘NHFF 42668 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42669

27.03.1994 Reclassified from wagon ‘NHFF 42669 W’ to ’ wagon ‘NHSH 42669 A’.
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NHFF 42670

Details: wagon ‘NHFF 42670 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42671

Details: wagon ‘NHFF 42671 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42672

Details: wagon ‘NHFF 42672 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42673

Details: wagon ‘NHFF 42673 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42674

Details: wagon ‘NHFF 42674 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42675

27.03.1994 Reclassified from wagon ‘NHFF 42675 R’ to ’ wagon ‘NHSH 42675 S’.

NHFF 42676

27.03.1994 Reclassified from wagon ‘NHFF 42676 D’ to ’ wagon ‘NHSH 42676 E’.

NHFF 42677

Details: wagon ‘NHFF 42677 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42678

Details: wagon ‘NHFF 42678 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42679

Details: wagon ‘NHFF 42679 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42680

Details: wagon ‘NHFF 42680 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42681

Details: wagon ‘NHFF 42681 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42682

Details: wagon ‘NHFF 42682 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42683

Details: wagon ‘NHFF 42683 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42684

Details: wagon ‘NHFF 42684 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42685

Details: wagon ‘NHFF 42685 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42686

Details: wagon ‘NHFF 42686 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42687

Details: wagon ‘NHFF 42687 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42688

Details: wagon ‘NHFF 42688 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42689

Details: wagon ‘NHFF 42689 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42690

Details: wagon ‘NHFF 42690 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42691

Details: wagon ‘NHFF 42691 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42692

27.03.1994 Reclassified from wagon ‘NHFF 42692 G’ to ’ wagon ‘NHSH 42692 H’.

NHFF 42693

Details: wagon ‘NHFF 42693 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42694

Details: wagon ‘NHFF 42694 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42695

Details: wagon ‘NHFF 42695 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42696

Details: wagon ‘NHFF 42696 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42697

Details: wagon ‘NHFF 42697 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42698

Details: wagon ‘NHFF 42698 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42699

Details: wagon ‘NHFF 42699 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42700

27.03.1994 Reclassified from wagon ‘NHFF 42700 P’ to ’ wagon ‘NHSH 42700 Q’.

NHFF 42701

Details: wagon ‘NHFF 42701 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42702

Details: wagon ‘NHFF 42702 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42703

Details: wagon ‘NHFF 42703 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42704

Details: wagon ‘NHFF 42704 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42705

Details: wagon ‘NHFF 42705 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42706

Details: wagon ‘NHFF 42706 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42707

Details: wagon ‘NHFF 42707 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42708

Details: wagon ‘NHFF 42708 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42709

Details: wagon ‘NHFF 42709 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42710

Details: wagon ‘NHFF 42710 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42711

Details: wagon ‘NHFF 42711 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42712

Details: wagon ‘NHFF 42712 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42713

Details: wagon ‘NHFF 42713 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42714

Details: wagon ‘NHFF 42714 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42715

Details: wagon ‘NHFF 42715 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42716

Details: wagon ‘NHFF 42716 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42717

Details: wagon ‘NHFF 42717 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42718

Details: wagon ‘NHFF 42718 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42719

Details: wagon ‘NHFF 42719 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42720

Details: wagon ‘NHFF 42720 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42721

Details: wagon ‘NHFF 42721 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42722

Details: wagon ‘NHFF 42722 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42723

Details: wagon ‘NHFF 42723 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42724

Details: wagon ‘NHFF 42724 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42725

Details: wagon ‘NHFF 42725 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42726

Details: wagon ‘NHFF 42726 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42727

Details: wagon ‘NHFF 42727 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42728

Details: wagon ‘NHFF 42728 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42729

Details: wagon ‘NHFF 42729 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42730

Details: wagon ‘NHFF 42730 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42731

27.03.1994 Reclassified from wagon ‘NHFF 42731 C’ to ’ wagon ‘NHSH 42731 D’.
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NHFF 42732

Details: wagon ‘NHFF 42732 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42733

Details: wagon ‘NHFF 42733 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42734

Details: wagon ‘NHFF 42734 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42735

27.03.1994 Reclassified from wagon ‘NHFF 42735 P’ to ’ wagon ‘NHSH 42735 Q’.

NHFF 42736

Details: wagon ‘NHFF 42736 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42737

Details: wagon ‘NHFF 42737 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42738

Details: wagon ‘NHFF 42738 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42739

Details: wagon ‘NHFF 42739 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42740

Details: wagon ‘NHFF 42740 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42741

Details: wagon ‘NHFF 42741 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42742

Details: wagon ‘NHFF 42742 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42743

Details: wagon ‘NHFF 42743 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42744

Details: wagon ‘NHFF 42744 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8548



2.427. Wagon classification starting with ‘NHF’

Capacity of 56 tonnes

NHFF 42745

Details: wagon ‘NHFF 42745 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42746

27.03.1994 Reclassified from wagon ‘NHFF 42746 J’ to ’ wagon ‘NHSH 42746 K’.

NHFF 42747

Details: wagon ‘NHFF 42747 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42748

Details: wagon ‘NHFF 42748 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42749

Details: wagon ‘NHFF 42749 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42750

Details: wagon ‘NHFF 42750 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42751

Details: wagon ‘NHFF 42751 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42752

Details: wagon ‘NHFF 42752 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42753

Details: wagon ‘NHFF 42753 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42754

Details: wagon ‘NHFF 42754 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42755

Details: wagon ‘NHFF 42755 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42756

Details: wagon ‘NHFF 42756 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42757

Details: wagon ‘NHFF 42757 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8553



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42758

Details: wagon ‘NHFF 42758 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42759

Details: wagon ‘NHFF 42759 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8554



2.427. Wagon classification starting with ‘NHF’

NHFF 42760

Details: wagon ‘NHFF 42760 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42761

Details: wagon ‘NHFF 42761 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42762

Details: wagon ‘NHFF 42762 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42763

Details: wagon ‘NHFF 42763 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42764

Details: wagon ‘NHFF 42764 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42765

Details: wagon ‘NHFF 42765 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42766

Details: wagon ‘NHFF 42766 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42767

27.03.1994 Reclassified from wagon ‘NHFF 42767 L’ to ’ wagon ‘NHSH 42767 M’.

NHFF 42768

27.03.1994 Reclassified from wagon ‘NHFF 42768 U’ to ’ wagon ‘NHSH 42768 V’.
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NHFF 42769

Details: wagon ‘NHFF 42769 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42770

Details: wagon ‘NHFF 42770 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42771

Details: wagon ‘NHFF 42771 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42772

Details: wagon ‘NHFF 42772 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42773

Details: wagon ‘NHFF 42773 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42774

Details: wagon ‘NHFF 42774 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42775

Details: wagon ‘NHFF 42775 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42776

Details: wagon ‘NHFF 42776 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42777

Details: wagon ‘NHFF 42777 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42778

Details: wagon ‘NHFF 42778 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42779

Details: wagon ‘NHFF 42779 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42780

Details: wagon ‘NHFF 42780 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42781

Details: wagon ‘NHFF 42781 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42782

Details: wagon ‘NHFF 42782 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42783

Details: wagon ‘NHFF 42783 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42784

Details: wagon ‘NHFF 42784 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42785

Details: wagon ‘NHFF 42785 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42786

Details: wagon ‘NHFF 42786 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42787

27.03.1994 Reclassified from wagon ‘NHFF 42787 E’ to ’ wagon ‘NHSH 42787 F’.

NHFF 42788

Details: wagon ‘NHFF 42788 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42789

Details: wagon ‘NHFF 42789 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42790

Details: wagon ‘NHFF 42790 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42791

Details: wagon ‘NHFF 42791 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42792

Details: wagon ‘NHFF 42792 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42793

Details: wagon ‘NHFF 42793 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42794

Details: wagon ‘NHFF 42794 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42795

Details: wagon ‘NHFF 42795 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42796

Details: wagon ‘NHFF 42796 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42797

Details: wagon ‘NHFF 42797 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42798

Details: wagon ‘NHFF 42798 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42799

Details: wagon ‘NHFF 42799 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42800

Details: wagon ‘NHFF 42800 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42801

Details: wagon ‘NHFF 42801 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42802

27.03.1994 Reclassified from wagon ‘NHFF 42802 R’ to ’ wagon ‘NHSH 42802 S’.

NHFF 42803

Details: wagon ‘NHFF 42803 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42804

Details: wagon ‘NHFF 42804 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42805

27.03.1994 Reclassified from wagon ‘NHFF 42805 V’ to ’ wagon ‘NHSH 42805 W’.

NHFF 42806

Details: wagon ‘NHFF 42806 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42807

Details: wagon ‘NHFF 42807 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42808

Details: wagon ‘NHFF 42808 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42809

Details: wagon ‘NHFF 42809 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42810

Details: wagon ‘NHFF 42810 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42811

Details: wagon ‘NHFF 42811 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42812

Details: wagon ‘NHFF 42812 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42813

Details: wagon ‘NHFF 42813 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42814

Details: wagon ‘NHFF 42814 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42815

Details: wagon ‘NHFF 42815 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42816

Details: wagon ‘NHFF 42816 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42817

Details: wagon ‘NHFF 42817 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42818

Details: wagon ‘NHFF 42818 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42819

Details: wagon ‘NHFF 42819 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42820

Details: wagon ‘NHFF 42820 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42821

Details: wagon ‘NHFF 42821 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42822

27.03.1994 Reclassified from wagon ‘NHFF 42822 K’ to ’ wagon ‘NHSH 42822 L’.
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NHFF 42823

Details: wagon ‘NHFF 42823 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42824

Details: wagon ‘NHFF 42824 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42825

Details: wagon ‘NHFF 42825 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42826

Details: wagon ‘NHFF 42826 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42827

Details: wagon ‘NHFF 42827 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42828

Details: wagon ‘NHFF 42828 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42829

Details: wagon ‘NHFF 42829 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42830

Details: wagon ‘NHFF 42830 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42831

Details: wagon ‘NHFF 42831 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42832

Details: wagon ‘NHFF 42832 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42833

Details: wagon ‘NHFF 42833 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42834

Details: wagon ‘NHFF 42834 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8583



2. TIMS GROUP INFORMATION - WAGONS

NHFF 42835

Details: wagon ‘NHFF 42835 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42836

Details: wagon ‘NHFF 42836 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42837

Details: wagon ‘NHFF 42837 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42838

Details: wagon ‘NHFF 42838 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42839

Details: wagon ‘NHFF 42839 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42840

13.04.1990 Reclassified from wagon ‘NHFF 42840 X’ to ’ wagon ‘NHFH 42840 Q’.

NHFF 42841

14.04.1990 Reclassified from wagon ‘NHFF 42841 R’ to ’ wagon ‘NHFH 42841 C’.

NHFF 42842

Details: wagon ‘NHFF 42842 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42843

13.04.1990 Reclassified from wagon ‘NHFF 42843 M’ to ’ wagon ‘NHFH 42843 U’.

NHFF 42844

27.03.1994 Reclassified from wagon ‘NHFF 42844 V’ to ’ wagon ‘NHSH 42844 W’.

NHFF 42845

Details: wagon ‘NHFF 42845 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42846

Details: wagon ‘NHFF 42846 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42847

14.04.1990 Reclassified from wagon ‘NHFF 42847 C’ to ’ wagon ‘NHFH 42847 K’.

NHFF 42848

13.04.1990 Reclassified from wagon ‘NHFF 42848 L’ to ’ wagon ‘NHFH 42848 T’.

NHFF 42849

13.04.1990 Reclassified from wagon ‘NHFF 42849 U’ to ’ wagon ‘NHFH 42849 F’.

NHFF 42850

25.09.1990 Reclassified from wagon ‘NHFF 42850 Q’ to ’ wagon ‘NHFH 42850 B’.
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NHFF 42851

Details: wagon ‘NHFF 42851 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42852

Details: wagon ‘NHFF 42852 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42853

13.04.1990 Reclassified from wagon ‘NHFF 42853 U’ to ’ wagon ‘NHFH 42853 F’.

NHFF 42854

13.04.1990 Reclassified from wagon ‘NHFF 42854 G’ to ’ wagon ‘NHFH 42854 Y’.
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NHFF 42855

Details: wagon ‘NHFF 42855 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42856

Details: wagon ‘NHFF 42856 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42857

14.04.1990 Reclassified from wagon ‘NHFF 42857 K’ to ’ wagon ‘NHFH 42857 S’.

NHFF 42858

Details: wagon ‘NHFF 42858 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42859

Details: wagon ‘NHFF 42859 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42860

Details: wagon ‘NHFF 42860 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42861

27.03.1994 Reclassified from wagon ‘NHFF 42861 K’ to ’ wagon ‘NHSH 42861 L’.

NHFF 42862

Details: wagon ‘NHFF 42862 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42863

27.03.1994 Reclassified from wagon ‘NHFF 42863 F’ to ’ wagon ‘NHSH 42863 G’.

NHFF 42864

Details: wagon ‘NHFF 42864 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42865

Details: wagon ‘NHFF 42865 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42866

Details: wagon ‘NHFF 42866 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42867

27.03.1994 Reclassified from wagon ‘NHFF 42867 S’ to ’ wagon ‘NHSH 42867 T’.
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NHFF 42868

Details: wagon ‘NHFF 42868 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42869

Details: wagon ‘NHFF 42869 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42870

Details: wagon ‘NHFF 42870 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne

8593



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42871

Details: wagon ‘NHFF 42871 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42872

Details: wagon ‘NHFF 42872 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42873

Details: wagon ‘NHFF 42873 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42874

Details: wagon ‘NHFF 42874 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42875

Details: wagon ‘NHFF 42875 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42876

Details: wagon ‘NHFF 42876 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42877

27.03.1994 Reclassified from wagon ‘NHFF 42877 D’ to ’ wagon ‘NHSH 42877 E’.

NHFF 42878

Details: wagon ‘NHFF 42878 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42879

Details: wagon ‘NHFF 42879 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42880

Details: wagon ‘NHFF 42880 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42881

Details: wagon ‘NHFF 42881 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42882

Details: wagon ‘NHFF 42882 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42883

Details: wagon ‘NHFF 42883 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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2.427. Wagon classification starting with ‘NHF’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42884

Details: wagon ‘NHFF 42884 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42885

Details: wagon ‘NHFF 42885 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42886

Details: wagon ‘NHFF 42886 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42887

Details: wagon ‘NHFF 42887 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42888

Details: wagon ‘NHFF 42888 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.427. Wagon classification starting with ‘NHF’

Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42889

Details: wagon ‘NHFF 42889 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42890

Details: wagon ‘NHFF 42890 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42891

Details: wagon ‘NHFF 42891 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42892

Details: wagon ‘NHFF 42892 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42893

Details: wagon ‘NHFF 42893 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42894

27.03.1994 Reclassified from wagon ‘NHFF 42894 P’ to ’ wagon ‘NHSH 42894 Q’.

NHFF 42895

27.03.1994 Reclassified from wagon ‘NHFF 42895 B’ to ’ wagon ‘NHSH 42895 C’.

NHFF 42896

27.03.1994 Reclassified from wagon ‘NHFF 42896 K’ to ’ wagon ‘NHSH 42896 L’.

NHFF 42897

Details: wagon ‘NHFF 42897 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42898

Details: wagon ‘NHFF 42898 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42899

Details: wagon ‘NHFF 42899 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42900

Details: wagon ‘NHFF 42900 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42901

Details: wagon ‘NHFF 42901 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42902

Details: wagon ‘NHFF 42902 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42903

Details: wagon ‘NHFF 42903 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42904

Details: wagon ‘NHFF 42904 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42905

Details: wagon ‘NHFF 42905 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42906

Details: wagon ‘NHFF 42906 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42907

Details: wagon ‘NHFF 42907 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42908

Details: wagon ‘NHFF 42908 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42909

Details: wagon ‘NHFF 42909 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42910

Details: wagon ‘NHFF 42910 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42911

27.03.1994 Reclassified from wagon ‘NHFF 42911 A’ to ’ wagon ‘NHSH 42911 B’.

NHFF 42912

Details: wagon ‘NHFF 42912 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42913

Details: wagon ‘NHFF 42913 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42914

Details: wagon ‘NHFF 42914 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42915

Details: wagon ‘NHFF 42915 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42916

Details: wagon ‘NHFF 42916 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42917

Details: wagon ‘NHFF 42917 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8611



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NHFF 42918

Details: wagon ‘NHFF 42918 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42919

Details: wagon ‘NHFF 42919 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42920

Details: wagon ‘NHFF 42920 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42921

Details: wagon ‘NHFF 42921 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42922

Details: wagon ‘NHFF 42922 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42923

Details: wagon ‘NHFF 42923 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42924

27.03.1994 Reclassified from wagon ‘NHFF 42924 M’ to ’ wagon ‘NHSH 42924 N’.

NHFF 42925

Details: wagon ‘NHFF 42925 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42926

Details: wagon ‘NHFF 42926 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42927

Details: wagon ‘NHFF 42927 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42928

Details: wagon ‘NHFF 42928 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42929

Details: wagon ‘NHFF 42929 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42930

Details: wagon ‘NHFF 42930 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42931

Details: wagon ‘NHFF 42931 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42932

Details: wagon ‘NHFF 42932 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42933

Details: wagon ‘NHFF 42933 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42934

Details: wagon ‘NHFF 42934 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42935

Details: wagon ‘NHFF 42935 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.427. Wagon classification starting with ‘NHF’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42936

Details: wagon ‘NHFF 42936 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42937

Details: wagon ‘NHFF 42937 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8619



2. TIMS GROUP INFORMATION - WAGONS

NHFF 42938

Details: wagon ‘NHFF 42938 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42939

Details: wagon ‘NHFF 42939 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42940

Details: wagon ‘NHFF 42940 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42941

Details: wagon ‘NHFF 42941 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42942

Details: wagon ‘NHFF 42942 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42943

Details: wagon ‘NHFF 42943 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42944

Details: wagon ‘NHFF 42944 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42945

Details: wagon ‘NHFF 42945 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.427. Wagon classification starting with ‘NHF’

Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42946

Details: wagon ‘NHFF 42946 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42947

Details: wagon ‘NHFF 42947 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42948

Details: wagon ‘NHFF 42948 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42949

Details: wagon ‘NHFF 42949 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42950

Details: wagon ‘NHFF 42950 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42951

Details: wagon ‘NHFF 42951 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42952

Details: wagon ‘NHFF 42952 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42953

Details: wagon ‘NHFF 42953 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42954

Details: wagon ‘NHFF 42954 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42955

12.06.1994 Reclassified from wagon ‘NHFF 42955 W’ to ’ wagon ‘NHSH 42955 A’.

NHFF 42956

Details: wagon ‘NHFF 42956 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42957

Details: wagon ‘NHFF 42957 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42958

Details: wagon ‘NHFF 42958 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42959

Details: wagon ‘NHFF 42959 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42960

Details: wagon ‘NHFF 42960 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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2.427. Wagon classification starting with ‘NHF’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42961

Details: wagon ‘NHFF 42961 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42962

Details: wagon ‘NHFF 42962 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42963

Details: wagon ‘NHFF 42963 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42964

Details: wagon ‘NHFF 42964 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42965

Details: wagon ‘NHFF 42965 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42966

Details: wagon ‘NHFF 42966 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42967

Details: wagon ‘NHFF 42967 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42968

Details: wagon ‘NHFF 42968 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42969

Details: wagon ‘NHFF 42969 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42970

Details: wagon ‘NHFF 42970 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42971

Details: wagon ‘NHFF 42971 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42972

Details: wagon ‘NHFF 42972 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42973

Details: wagon ‘NHFF 42973 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42974

Details: wagon ‘NHFF 42974 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8634



2.427. Wagon classification starting with ‘NHF’

Capacity of 56 tonnes

NHFF 42975

Details: wagon ‘NHFF 42975 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42977

Details: wagon ‘NHFF 42977 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42978

Details: wagon ‘NHFF 42978 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42979

Details: wagon ‘NHFF 42979 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42980

Details: wagon ‘NHFF 42980 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42981

Details: wagon ‘NHFF 42981 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42982

Details: wagon ‘NHFF 42982 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42983

Details: wagon ‘NHFF 42983 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42984

Details: wagon ‘NHFF 42984 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42985

Details: wagon ‘NHFF 42985 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42986

Details: wagon ‘NHFF 42986 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42987

Details: wagon ‘NHFF 42987 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 42988

Details: wagon ‘NHFF 42988 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42989

Details: wagon ‘NHFF 42989 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42990

Details: wagon ‘NHFF 42990 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42991

Details: wagon ‘NHFF 42991 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42992

Details: wagon ‘NHFF 42992 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8641



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42993

Details: wagon ‘NHFF 42993 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42994

Details: wagon ‘NHFF 42994 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 42995

Details: wagon ‘NHFF 42995 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42996

Details: wagon ‘NHFF 42996 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42997

Details: wagon ‘NHFF 42997 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42998

Details: wagon ‘NHFF 42998 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 42999

Details: wagon ‘NHFF 42999 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 43000

Details: wagon ‘NHFF 43000 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43001

27.03.1994 Reclassified from wagon ‘NHFF 43001 E’ to ’ wagon ‘NHSH 43001 F’.

NHFF 43002

Details: wagon ‘NHFF 43002 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43003

Details: wagon ‘NHFF 43003 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43004

Details: wagon ‘NHFF 43004 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43005

27.03.1994 Reclassified from wagon ‘NHFF 43005 R’ to ’ wagon ‘NHSH 43005 S’.

NHFF 43006

Details: wagon ‘NHFF 43006 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43007

Details: wagon ‘NHFF 43007 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43008

Details: wagon ‘NHFF 43008 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43009

Details: wagon ‘NHFF 43009 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43010

Details: wagon ‘NHFF 43010 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43011

Details: wagon ‘NHFF 43011 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43012

Details: wagon ‘NHFF 43012 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43013

Details: wagon ‘NHFF 43013 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43014

Details: wagon ‘NHFF 43014 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43015

Details: wagon ‘NHFF 43015 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 43016

27.03.1994 Reclassified from wagon ‘NHFF 43016 L’ to ’ wagon ‘NHSH 43016 M’.

NHFF 43017

Details: wagon ‘NHFF 43017 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43018

Details: wagon ‘NHFF 43018 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43019

27.03.1994 Reclassified from wagon ‘NHFF 43019 P’ to ’ wagon ‘NHSH 43019 Q’.
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NHFF 43020

Details: wagon ‘NHFF 43020 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43021

Details: wagon ‘NHFF 43021 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43022

Details: wagon ‘NHFF 43022 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43023

27.03.1994 Reclassified from wagon ‘NHFF 43023 P’ to ’ wagon ‘NHSH 43023 Q’.

NHFF 43024

Details: wagon ‘NHFF 43024 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43025

Details: wagon ‘NHFF 43025 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43026

Details: wagon ‘NHFF 43026 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43027

Details: wagon ‘NHFF 43027 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43028

Details: wagon ‘NHFF 43028 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43029

Details: wagon ‘NHFF 43029 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43030

Details: wagon ‘NHFF 43030 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43031

Details: wagon ‘NHFF 43031 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43032

Details: wagon ‘NHFF 43032 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 43033

27.03.1994 Reclassified from wagon ‘NHFF 43033 A’ to ’ wagon ‘NHSH 43033 B’.

NHFF 43034

Details: wagon ‘NHFF 43034 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43035

Details: wagon ‘NHFF 43035 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43036

Details: wagon ‘NHFF 43036 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43037

Details: wagon ‘NHFF 43037 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43038

Details: wagon ‘NHFF 43038 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43039

Details: wagon ‘NHFF 43039 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43040

Details: wagon ‘NHFF 43040 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 43041

Details: wagon ‘NHFF 43041 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43042

Details: wagon ‘NHFF 43042 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43043

Details: wagon ‘NHFF 43043 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43044

Details: wagon ‘NHFF 43044 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43045

Details: wagon ‘NHFF 43045 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43046

27.03.1994 Reclassified from wagon ‘NHFF 43046 M’ to ’ wagon ‘NHSH 43046 N’.

NHFF 43047

Details: wagon ‘NHFF 43047 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43048

Details: wagon ‘NHFF 43048 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43049

Details: wagon ‘NHFF 43049 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43050

Details: wagon ‘NHFF 43050 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43051

Details: wagon ‘NHFF 43051 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43052

Details: wagon ‘NHFF 43052 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43053

Details: wagon ‘NHFF 43053 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8664



2.427. Wagon classification starting with ‘NHF’

Capacity of 56 tonnes

NHFF 43054

Details: wagon ‘NHFF 43054 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43055

Details: wagon ‘NHFF 43055 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43056

15.02.1994 Reclassified from wagon ‘NHFF 43056 U’ to ’ wagon ‘NHSH 43056 V’.
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NHFF 43057

Details: wagon ‘NHFF 43057 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43058

Details: wagon ‘NHFF 43058 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43059

Details: wagon ‘NHFF 43059 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43060

Details: wagon ‘NHFF 43060 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43061

Details: wagon ‘NHFF 43061 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8667



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NHFF 43062

Details: wagon ‘NHFF 43062 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43063

Details: wagon ‘NHFF 43063 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43064

Details: wagon ‘NHFF 43064 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43065

Details: wagon ‘NHFF 43065 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43066

27.03.1994 Reclassified from wagon ‘NHFF 43066 F’ to ’ wagon ‘NHSH 43066 G’.

NHFF 43067

Details: wagon ‘NHFF 43067 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43068

Details: wagon ‘NHFF 43068 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43069

Details: wagon ‘NHFF 43069 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43070

Details: wagon ‘NHFF 43070 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43071

Details: wagon ‘NHFF 43071 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43072

Details: wagon ‘NHFF 43072 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43073

Details: wagon ‘NHFF 43073 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43074

Details: wagon ‘NHFF 43074 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 43075

Details: wagon ‘NHFF 43075 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43076

Details: wagon ‘NHFF 43076 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43077

Details: wagon ‘NHFF 43077 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43078

Details: wagon ‘NHFF 43078 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43079

Details: wagon ‘NHFF 43079 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43080

27.03.1994 Reclassified from wagon ‘NHFF 43080 N’ to ’ wagon ‘NHSH 43080 Y’.

NHFF 43081

Details: wagon ‘NHFF 43081 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43082

Details: wagon ‘NHFF 43082 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43083

Details: wagon ‘NHFF 43083 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43084

Details: wagon ‘NHFF 43084 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43085

Details: wagon ‘NHFF 43085 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43086

Details: wagon ‘NHFF 43086 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43087

Details: wagon ‘NHFF 43087 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHFF 43088

Details: wagon ‘NHFF 43088 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43089

Details: wagon ‘NHFF 43089 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43090

Details: wagon ‘NHFF 43090 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43091

Details: wagon ‘NHFF 43091 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43092

Details: wagon ‘NHFF 43092 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43093

Details: wagon ‘NHFF 43093 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43094

27.03.1994 Reclassified from wagon ‘NHFF 43094 L’ to ’ wagon ‘NHSH 43094 M’.

NHFF 43095

Details: wagon ‘NHFF 43095 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHFF 43096

Details: wagon ‘NHFF 43096 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43097

Details: wagon ‘NHFF 43097 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43098

Details: wagon ‘NHFF 43098 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFF 43099

Details: wagon ‘NHFF 43099 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHFH 42840

Details: wagon ‘NHFH 42840 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42840 X
BSG Code: NSHE
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Capacity of 76.2 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42840 X’

NHFH 42841

Details: wagon ‘NHFH 42841 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42841 R
BSG Code: NSHE

Capacity of 76.2 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42841 R’

NHFH 42843

Details: wagon ‘NHFH 42843 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42843 M
BSG Code: NSHE

Capacity of 76.2 tonnes
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13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42843 M’

NHFH 42847

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42847 C’
12.06.1994 Reclassified from wagon ‘NHFH 42847 K’ to ’ wagon ‘NHSH 42847 D’.

NHFH 42848

Details: wagon ‘NHFH 42848 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42848 L
BSG Code: NSHE

Capacity of 76.2 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42848 L’

NHFH 42849

Details: wagon ‘NHFH 42849 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: COAL
Remarks: EX NHFF 42849 U
BSG Code: NSHE

Capacity of 76.2 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42849 U’

NHFH 42850

Details: wagon ‘NHFH 42850 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NHFF 42850 Q
BSG Code: NSHG

Capacity of 56 tonnes

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42850 Q’

NHFH 42853

Details: wagon ‘NHFH 42853 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL

8685



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX NHFF 42853 U
BSG Code: NSHE

Capacity of 76.2 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42853 U’

NHFH 42854

Details: wagon ‘NHFH 42854 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42854 G
BSG Code: NSHE

Capacity of 76.2 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42854 G’

NHFH 42857

Details: wagon ‘NHFH 42857 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42857 K
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BSG Code: NSHE

Capacity of 76.2 tonnes

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42857 K’

2.428 Wagon classification starting with ‘NHG’

NHGF 35601

Details: wagon ‘NHGF 35601 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35602

Details: wagon ‘NHGF 35602 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35603

Details: wagon ‘NHGF 35603 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35604

Details: wagon ‘NHGF 35604 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35605

Details: wagon ‘NHGF 35605 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35606

Details: wagon ‘NHGF 35606 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35607

Details: wagon ‘NHGF 35607 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35608

Details: wagon ‘NHGF 35608 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35610

Details: wagon ‘NHGF 35610 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHE

Capacity of 60 tonnes

NHGF 35611

Details: wagon ‘NHGF 35611 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
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Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35612

Details: wagon ‘NHGF 35612 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35613

Details: wagon ‘NHGF 35613 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35614

Details: wagon ‘NHGF 35614 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35615

Details: wagon ‘NHGF 35615 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35616

Details: wagon ‘NHGF 35616 R’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35617

Details: wagon ‘NHGF 35617 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35618

Details: wagon ‘NHGF 35618 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35619

Details: wagon ‘NHGF 35619 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35620

Details: wagon ‘NHGF 35620 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35621

Details: wagon ‘NHGF 35621 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35622

Details: wagon ‘NHGF 35622 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35623

Details: wagon ‘NHGF 35623 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35624

Details: wagon ‘NHGF 35624 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35625

Details: wagon ‘NHGF 35625 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35626

Details: wagon ‘NHGF 35626 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35627

Details: wagon ‘NHGF 35627 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35628

Details: wagon ‘NHGF 35628 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35629

Details: wagon ‘NHGF 35629 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35630

Details: wagon ‘NHGF 35630 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35631

Details: wagon ‘NHGF 35631 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35632

Details: wagon ‘NHGF 35632 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35633

Details: wagon ‘NHGF 35633 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35634

Details: wagon ‘NHGF 35634 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35635

Details: wagon ‘NHGF 35635 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35636

Details: wagon ‘NHGF 35636 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35637

Details: wagon ‘NHGF 35637 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35638

Details: wagon ‘NHGF 35638 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35639

Details: wagon ‘NHGF 35639 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35640

Details: wagon ‘NHGF 35640 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35641

Details: wagon ‘NHGF 35641 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35642

Details: wagon ‘NHGF 35642 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8703



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35643

Details: wagon ‘NHGF 35643 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35644

Details: wagon ‘NHGF 35644 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35645

Details: wagon ‘NHGF 35645 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35646

Details: wagon ‘NHGF 35646 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35647

Details: wagon ‘NHGF 35647 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35648

Details: wagon ‘NHGF 35648 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35649

Details: wagon ‘NHGF 35649 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35650

Details: wagon ‘NHGF 35650 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35651

Details: wagon ‘NHGF 35651 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35652

Details: wagon ‘NHGF 35652 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35653

Details: wagon ‘NHGF 35653 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35654

Details: wagon ‘NHGF 35654 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35655

Details: wagon ‘NHGF 35655 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35656

Details: wagon ‘NHGF 35656 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35657

Details: wagon ‘NHGF 35657 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35658

Details: wagon ‘NHGF 35658 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35659

Details: wagon ‘NHGF 35659 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35661

Details: wagon ‘NHGF 35661 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35662

Details: wagon ‘NHGF 35662 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35663

Details: wagon ‘NHGF 35663 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35664

Details: wagon ‘NHGF 35664 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35665

Details: wagon ‘NHGF 35665 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35666

Details: wagon ‘NHGF 35666 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35667

Details: wagon ‘NHGF 35667 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35668

Details: wagon ‘NHGF 35668 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35669

Details: wagon ‘NHGF 35669 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35670

Details: wagon ‘NHGF 35670 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35671

Details: wagon ‘NHGF 35671 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35672

Details: wagon ‘NHGF 35672 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35673

Details: wagon ‘NHGF 35673 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35674

Details: wagon ‘NHGF 35674 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35675

Details: wagon ‘NHGF 35675 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35677

Details: wagon ‘NHGF 35677 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35678

Details: wagon ‘NHGF 35678 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35679

Details: wagon ‘NHGF 35679 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35680

Details: wagon ‘NHGF 35680 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35681

Details: wagon ‘NHGF 35681 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35683

Details: wagon ‘NHGF 35683 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35684

Details: wagon ‘NHGF 35684 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHE

Capacity of 60 tonnes

NHGF 35685

Details: wagon ‘NHGF 35685 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35686

Details: wagon ‘NHGF 35686 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35687

Details: wagon ‘NHGF 35687 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35689

Details: wagon ‘NHGF 35689 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHGF 35690

Details: wagon ‘NHGF 35690 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35691

Details: wagon ‘NHGF 35691 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35692

Details: wagon ‘NHGF 35692 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35693

Details: wagon ‘NHGF 35693 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35694

Details: wagon ‘NHGF 35694 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHGF 35695

Details: wagon ‘NHGF 35695 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35696

Details: wagon ‘NHGF 35696 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35697

Details: wagon ‘NHGF 35697 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35698

Details: wagon ‘NHGF 35698 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35699

Details: wagon ‘NHGF 35699 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHGF 35700

Details: wagon ‘NHGF 35700 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.429 Wagon classification starting with ‘NHH’

NHHF 40700

27.03.1994 Reclassified from wagon ‘NHHF 40700 J’ to ’ wagon ‘NGHF 40700 H’.

NHHF 40701

27.03.1994 Reclassified from wagon ‘NHHF 40701 S’ to ’ wagon ‘NGHF 40701 Q’.

NHHF 40702

Details: wagon ‘NHHF 40702 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40702C
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40702 C’

NHHF 40703

27.03.1994 Reclassified from wagon ‘NHHF 40703 N’ to ’ wagon ‘NGHF 40703 L’.

NHHF 40704

Details: wagon ‘NHHF 40704 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40704U
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40704 U’

NHHF 40705

27.03.1994 Reclassified from wagon ‘NHHF 40705 X’ to ’ wagon ‘NGHF 40705 G’.

NHHF 40706

Details: wagon ‘NHHF 40706 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGFH 40706P
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40706 P’

NHHF 40707

27.03.1994 Reclassified from wagon ‘NHHF 40707 D’ to ’ wagon ‘NGHF 40707 B’.

NHHF 40708

27.03.1994 Reclassified from wagon ‘NHHF 40708 M’ to ’ wagon ‘NGHF 40708 K’.

NHHF 40709

Details: wagon ‘NHHF 40709 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40709 T
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40709 T’
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NHHF 40710

27.03.1994 Reclassified from wagon ‘NHHF 40710 R’ to ’ wagon ‘NGHF 40710 P’.

NHHF 40711

27.03.1994 Reclassified from wagon ‘NHHF 40711 D’ to ’ wagon ‘NGHF 40711 B’.

NHHF 40712

27.03.1994 Reclassified from wagon ‘NHHF 40712 M’ to ’ wagon ‘NGHF 40712 K’.

NHHF 40713

26.03.1994 Reclassified from wagon ‘NHHF 40713 V’ to ’ wagon ‘NGHF 40713 T’.

NHHF 40714

27.03.1994 Reclassified from wagon ‘NHHF 40714 H’ to ’ wagon ‘NGHF 40714 F’.

NHHF 40715

27.03.1994 Reclassified from wagon ‘NHHF 40715 Q’ to ’ wagon ‘NGHF 40715 Y’.

NHHF 40716

Details: wagon ‘NHHF 40716 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGHF 40716 A
BSG Code: NSHG

Capacity of 56 tonnes

28.07.1992 Repair ‘VEHICLE RECLASSIFY’.
28.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40716 A’
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NHHF 40717

Details: wagon ‘NHHF 40717 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40717J
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40717 J’

NHHF 40718

27.03.1994 Reclassified from wagon ‘NHHF 40718 U’ to ’ wagon ‘NGHF 40718 S’.

NHHF 40719

26.03.1994 Reclassified from wagon ‘NHHF 40719 G’ to ’ wagon ‘NGHF 40719 E’.

NHHF 40720

27.03.1994 Reclassified from wagon ‘NHHF 40720 C’ to ’ wagon ‘NGHF 40720 A’.

NHHF 40721

27.03.1994 Reclassified from wagon ‘NHHF 40721 L’ to ’ wagon ‘NGHF 40721 J’.

NHHF 40722

27.03.1994 Reclassified from wagon ‘NHHF 40722 U’ to ’ wagon ‘NGHF 40722 S’.

NHHF 40724

27.03.1994 Reclassified from wagon ‘NHHF 40724 P’ to ’ wagon ‘NGHF 40724 N’.
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NHHF 40725

Details: wagon ‘NHHF 40725 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40725W
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40725 W’

NHHF 40726

27.03.1994 Reclassified from wagon ‘NHHF 40726 K’ to ’ wagon ‘NGHF 40726 X’.

NHHF 40727

Details: wagon ‘NHHF 40727 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40727R
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40727 R’
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NHHF 40728

27.03.1994 Reclassified from wagon ‘NHHF 40728 F’ to ’ wagon ‘NGHF 40728 D’.

NHHF 40730

Details: wagon ‘NHHF 40730 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40730 X’

NHHF 40731

Details: wagon ‘NHHF 40731 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40731R
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40731 R’
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NHHF 40732

Details: wagon ‘NHHF 40732 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40732 D’

NHHF 40733

Details: wagon ‘NHHF 40733 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40733M
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40733 M’
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NHHF 40734

26.03.1994 Reclassified from wagon ‘NHHF 40734 A’ to ’ wagon ‘NGHF 40734 V’.

NHHF 40735

26.03.1994 Reclassified from wagon ‘NHHF 40735 J’ to ’ wagon ‘NGHF 40735 H’.

NHHF 40736

26.03.1994 Reclassified from wagon ‘NHHF 40736 S’ to ’ wagon ‘NGHF 40736 Q’.

NHHF 40737

Details: wagon ‘NHHF 40737 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40737C
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40737 C’

NHHF 40738

Details: wagon ‘NHHF 40738 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: COAL
Remarks: EX NGHF 40738L
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40738 L’

NHHF 40739

26.03.1994 Reclassified from wagon ‘NHHF 40739 W’ to ’ wagon ‘NGHF 40739 U’.

NHHF 40740

27.03.1994 Reclassified from wagon ‘NHHF 40740 S’ to ’ wagon ‘NGHF 40740 Q’.

NHHF 40741

27.03.1994 Reclassified from wagon ‘NHHF 40741 E’ to ’ wagon ‘NGHF 40741 C’.

NHHF 40742

27.03.1994 Reclassified from wagon ‘NHHF 40742 N’ to ’ wagon ‘NGHF 40742 L’.

NHHF 40743

Details: wagon ‘NHHF 40743 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40743U
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40743 U’
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NHHF 40744

27.03.1994 Reclassified from wagon ‘NHHF 40744 X’ to ’ wagon ‘NGHF 40744 G’.

NHHF 40745

Details: wagon ‘NHHF 40745 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40745P
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40745 P’

NHHF 40746

Details: wagon ‘NHHF 40746 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40746B
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40746 B’
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NHHF 40747

27.03.1994 Reclassified from wagon ‘NHHF 40747 M’ to ’ wagon ‘NGHF 40747 K’.

NHHF 40748

27.03.1994 Reclassified from wagon ‘NHHF 40748 V’ to ’ wagon ‘NGHF 40748 T’.

NHHF 40749

27.03.1994 Reclassified from wagon ‘NHHF 40749 H’ to ’ wagon ‘NGHF 40749 F’.

NHHF 40750

Details: wagon ‘NHHF 40750 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40750B
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40750 B’

NHHF 40751

Details: wagon ‘NHHF 40751 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: COAL
Remarks: EX NGHF 40751K
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40751 K’

NHHF 40752

Details: wagon ‘NHHF 40752 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40752T
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40752 T’

NHHF 40753

Details: wagon ‘NHHF 40753 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
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Remarks: EXNGHF 40753 F
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40753 F’

NHHF 40754

26.03.1994 Reclassified from wagon ‘NHHF 40754 Q’ to ’ wagon ‘NGHF 40754 Y’.

NHHF 40755

27.03.1994 Reclassified from wagon ‘NHHF 40755 C’ to ’ wagon ‘NGHF 40755 A’.

NHHF 40757

26.03.1994 Reclassified from wagon ‘NHHF 40757 U’ to ’ wagon ‘NGHF 40757 S’.

NHHF 40758

Details: wagon ‘NHHF 40758 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40758E
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40758 E’

NHHF 40759

27.03.1994 Reclassified from wagon ‘NHHF 40759 P’ to ’ wagon ‘NGHF 40759 N’.

8739



2. TIMS GROUP INFORMATION - WAGONS

NHHF 40760

27.03.1994 Reclassified from wagon ‘NHHF 40760 L’ to ’ wagon ‘NGHF 40760 J’.

NHHF 40761

Details: wagon ‘NHHF 40761 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40761S
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40761 S’

NHHF 40762

26.03.1994 Reclassified from wagon ‘NHHF 40762 G’ to ’ wagon ‘NGHF 40762 E’.

NHHF 40763

Details: wagon ‘NHHF 40763 P’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHE

Capacity of 56 tonnes
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NHHF 40764

26.03.1994 Reclassified from wagon ‘NHHF 40764 B’ to ’ wagon ‘NGHF 40764 W’.

NHHF 40765

26.03.1994 Reclassified from wagon ‘NHHF 40765 K’ to ’ wagon ‘NGHF 40765 X’.

NHHF 40766

27.03.1994 Reclassified from wagon ‘NHHF 40766 T’ to ’ wagon ‘NGHF 40766 R’.

NHHF 40767

27.03.1994 Reclassified from wagon ‘NHHF 40767 F’ to ’ wagon ‘NGHF 40767 D’.

NHHF 40768

Details: wagon ‘NHHF 40768 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHGF 40768M
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40768 M’

NHHF 40769

27.03.1994 Reclassified from wagon ‘NHHF 40769 A’ to ’ wagon ‘NGHF 40769 V’.

NHHF 40770

Details: wagon ‘NHHF 40770 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40770 R’

NHHF 40771

27.03.1994 Reclassified from wagon ‘NHHF 40771 F’ to ’ wagon ‘NGHF 40771 D’.

NHHF 40772

Details: wagon ‘NHHF 40772 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40772M
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40772 M’
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NHHF 40773

Details: wagon ‘NHHF 40773 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 15.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGHF 40773 V
BSG Code: NSHG

Capacity of 56 tonnes

15.07.1992 Repair ‘VEHICLE RECLASSIFY’.
15.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40773 V’

NHHF 40774

Details: wagon ‘NHHF 40774 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40774H
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40774 H’
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NHHF 40775

Details: wagon ‘NHHF 40775 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40775Q
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40775 Q’

NHHF 40776

27.03.1994 Reclassified from wagon ‘NHHF 40776 E’ to ’ wagon ‘NGHF 40776 C’.

NHHF 40777

Details: wagon ‘NHHF 40777 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40777L
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40777 L’
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NHHF 40778

27.03.1994 Reclassified from wagon ‘NHHF 40778 W’ to ’ wagon ‘NGHF 40778 U’.

NHHF 40779

Details: wagon ‘NHHF 40779 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40779G
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40779 G’

NHHF 40780

Details: wagon ‘NHHF 40780 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40780C
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40780 C’
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NHHF 40782

Details: wagon ‘NHHF 40782 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40782U
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40782 U’

NHHF 40783

Details: wagon ‘NHHF 40783 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGHF 40783 G
BSG Code: NSHZ

Capacity of 56 tonnes

07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40783 G’
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NHHF 40784

27.03.1994 Reclassified from wagon ‘NHHF 40784 R’ to ’ wagon ‘NGHF 40784 P’.

NHHF 40785

Details: wagon ‘NHHF 40785 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40785B
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40785 B’

NHHF 40786

27.03.1994 Reclassified from wagon ‘NHHF 40786 M’ to ’ wagon ‘NGHF 40786 K’.

NHHF 40787

Details: wagon ‘NHHF 40787 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGHF
BSG Code: NSHZ
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Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40787 T’

NHHF 40788

27.03.1994 Reclassified from wagon ‘NHHF 40788 H’ to ’ wagon ‘NGHF 40788 F’.

NHHF 40790

27.03.1994 Reclassified from wagon ‘NHHF 40790 M’ to ’ wagon ‘NGHF 40790 K’.

NHHF 40791

27.03.1994 Reclassified from wagon ‘NHHF 40791 V’ to ’ wagon ‘NGHF 40791 T’.

NHHF 40792

27.03.1994 Reclassified from wagon ‘NHHF 40792 H’ to ’ wagon ‘NGHF 40792 F’.

NHHF 40793

27.03.1994 Reclassified from wagon ‘NHHF 40793 Q’ to ’ wagon ‘NGHF 40793 Y’.

NHHF 40794

27.03.1994 Reclassified from wagon ‘NHHF 40794 C’ to ’ wagon ‘NGHF 40794 A’.

NHHF 40795

27.03.1994 Reclassified from wagon ‘NHHF 40795 L’ to ’ wagon ‘NGHF 40795 J’.

NHHF 40796

Details: wagon ‘NHHF 40796 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM

8748



2.429. Wagon classification starting with ‘NHH’

BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40796 S’

NHHF 40797

Details: wagon ‘NHHF 40797 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF40797E
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40797 E’

NHHF 40798

Details: wagon ‘NHHF 40798 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40798N
BSG Code: NSHE
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Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40798 N’

NHHF 40799

Details: wagon ‘NHHF 40799 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGFH 40799W
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40799 W’

NHHF 40800

27.03.1994 Reclassified from wagon ‘NHHF 40800 Q’ to ’ wagon ‘NGHF 40800 Y’.

NHHF 40801

27.03.1994 Reclassified from wagon ‘NHHF 40801 C’ to ’ wagon ‘NGHF 40801 A’.

NHHF 40802

26.03.1994 Reclassified from wagon ‘NHHF 40802 L’ to ’ wagon ‘NGHF 40802 J’.

NHHF 40803

Details: wagon ‘NHHF 40803 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
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Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40803S
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40803 S’

NHHF 40805

27.03.1994 Reclassified from wagon ‘NHHF 40805 P’ to ’ wagon ‘NGHF 40805 N’.

NHHF 40806

27.03.1994 Reclassified from wagon ‘NHHF 40806 B’ to ’ wagon ‘NGHF 40806 W’.

NHHF 40807

Details: wagon ‘NHHF 40807 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGHF 40807 X
BSG Code: NSHG

Capacity of 56 tonnes

05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40807 X’
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NHHF 40808

26.03.1994 Reclassified from wagon ‘NHHF 40808 T’ to ’ wagon ‘NGHF 40808 R’.

NHHF 40809

Details: wagon ‘NHHF 40809 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGHF 40809 D
BSG Code: NSHG

Capacity of 56 tonnes

08.09.1992 Repair ‘VEHICLE RECLASSIFY’.
08.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40809 D’

NHHF 40810

27.03.1994 Reclassified from wagon ‘NHHF 40810 B’ to ’ wagon ‘NGHF 40810 W’.

NHHF 40811

27.03.1994 Reclassified from wagon ‘NHHF 40811 K’ to ’ wagon ‘NGHF 40811 X’.

NHHF 40812

26.03.1994 Reclassified from wagon ‘NHHF 40812 T’ to ’ wagon ‘NGHF 40812 R’.

NHHF 40814

Details: wagon ‘NHHF 40814 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40814M
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40814 M’

NHHF 40815

27.03.1994 Reclassified from wagon ‘NHHF 40815 A’ to ’ wagon ‘NGHF 40815 V’.

NHHF 40816

Details: wagon ‘NHHF 40816 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGFH 40816H
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40816 H’

NHHF 40817

Details: wagon ‘NHHF 40817 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.5m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: EX NGHF 40817 Q
BSG Code: NSHG

Capacity of 56 tonnes

08.09.1992 Repair ‘VEHICLE RECLASSIFY’.
08.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40817 Q’

NHHF 40818

Details: wagon ‘NHHF 40818 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40818 C
BSG Code: NSHE

Capacity of 56 tonnes

23.11.1991 Repair ‘VEHICLE RECLASSIFY’.
23.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40818 C’

NHHF 40819

27.03.1994 Reclassified from wagon ‘NHHF 40819 N’ to ’ wagon ‘NGHF 40819 L’.

NHHF 40820

Details: wagon ‘NHHF 40820 J’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF40820H
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40820 H’

NHHF 40821

Details: wagon ‘NHHF 40821 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40821Q
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40821 Q’

NHHF 40822

26.03.1994 Reclassified from wagon ‘NHHF 40822 E’ to ’ wagon ‘NGHF 40822 C’.
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NHHF 40823

27.03.1994 Reclassified from wagon ‘NHHF 40823 N’ to ’ wagon ‘NGHF 40823 L’.

NHHF 40824

27.03.1994 Reclassified from wagon ‘NHHF 40824 W’ to ’ wagon ‘NGHF 40824 U’.

NHHF 40825

27.03.1994 Reclassified from wagon ‘NHHF 40825 X’ to ’ wagon ‘NGHF 40825 G’.

NHHF 40826

26.03.1994 Reclassified from wagon ‘NHHF 40826 R’ to ’ wagon ‘NGHF 40826 P’.

NHHF 40827

Details: wagon ‘NHHF 40827 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40827B
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40827 B’

NHHF 40828

27.03.1994 Reclassified from wagon ‘NHHF 40828 M’ to ’ wagon ‘NGHF 40828 K’.

NHHF 40829

27.03.1994 Reclassified from wagon ‘NHHF 40829 V’ to ’ wagon ‘NGHF 40829 T’.

NHHF 40830

27.03.1994 Reclassified from wagon ‘NHHF 40830 R’ to ’ wagon ‘NGHF 40830 P’.
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NHHF 40831

Details: wagon ‘NHHF 40831 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NGHF
BSG Code: NSHZ

Capacity of 56 tonnes

04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40831 B’

NHHF 40832

26.03.1994 Reclassified from wagon ‘NHHF 40832 M’ to ’ wagon ‘NGHF 40832 K’.

NHHF 40833

26.03.1994 Reclassified from wagon ‘NHHF 40833 V’ to ’ wagon ‘NGHF 40833 T’.

NHHF 40834

27.03.1994 Reclassified from wagon ‘NHHF 40834 H’ to ’ wagon ‘NGHF 40834 F’.

NHHF 40835

26.03.1994 Reclassified from wagon ‘NHHF 40835 Q’ to ’ wagon ‘NGHF 40835 Y’.

NHHF 40836

27.03.1994 Reclassified from wagon ‘NHHF 40836 C’ to ’ wagon ‘NGHF 40836 A’.

NHHF 40837

Details: wagon ‘NHHF 40837 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NGHF 40837 J
BSG Code: NSHZ

Capacity of 56 tonnes

07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40837 J’

NHHF 40838

27.03.1994 Reclassified from wagon ‘NHHF 40838 U’ to ’ wagon ‘NGHF 40838 S’.

NHHF 40839

Details: wagon ‘NHHF 40839 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40839E
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40839 E’

NHHF 40840

27.03.1994 Reclassified from wagon ‘NHHF 40840 C’ to ’ wagon ‘NGHF 40840 A’.
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NHHF 40841

Details: wagon ‘NHHF 40841 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40841 J
BSG Code: NSHE

Capacity of 56 tonnes

23.11.1991 Repair ‘VEHICLE RECLASSIFY’.
23.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40841 J’

NHHF 40842

27.03.1994 Reclassified from wagon ‘NHHF 40842 U’ to ’ wagon ‘NGHF 40842 S’.

NHHF 40843

Details: wagon ‘NHHF 40843 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40843E
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40843 E’
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NHHF 40844

27.03.1994 Reclassified from wagon ‘NHHF 40844 P’ to ’ wagon ‘NGHF 40844 N’.

NHHF 40845

27.03.1994 Reclassified from wagon ‘NHHF 40845 B’ to ’ wagon ‘NGHF 40845 W’.

NHHF 40846

Details: wagon ‘NHHF 40846 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NGHF 40846X
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40846 X’

NHHF 40847

27.03.1994 Reclassified from wagon ‘NHHF 40847 T’ to ’ wagon ‘NGHF 40847 R’.

NHHF 40848

Details: wagon ‘NHHF 40848 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 16.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: COAL
Remarks: EX NGHF 40848D
BSG Code: NSHE

Capacity of 56 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NGHF 40848 D’

NHHF 40849

27.03.1994 Reclassified from wagon ‘NHHF 40849 Y’ to ’ wagon ‘NGHF 40849 M’.

2.430 Wagon classification starting with ‘NHJ’

NHJF 43100

Details: wagon ‘NHJF 43100 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43101

Details: wagon ‘NHJF 43101 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43102

Details: wagon ‘NHJF 43102 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43103

Details: wagon ‘NHJF 43103 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43104

Details: wagon ‘NHJF 43104 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43105

Details: wagon ‘NHJF 43105 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43106

Details: wagon ‘NHJF 43106 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43107

Details: wagon ‘NHJF 43107 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43108

Details: wagon ‘NHJF 43108 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43109

Details: wagon ‘NHJF 43109 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43110

Details: wagon ‘NHJF 43110 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43111

Details: wagon ‘NHJF 43111 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43112

Details: wagon ‘NHJF 43112 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43113

Details: wagon ‘NHJF 43113 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43114

Details: wagon ‘NHJF 43114 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43115

Details: wagon ‘NHJF 43115 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43116

Details: wagon ‘NHJF 43116 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43117

Details: wagon ‘NHJF 43117 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43118

Details: wagon ‘NHJF 43118 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43119

Details: wagon ‘NHJF 43119 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43120

Details: wagon ‘NHJF 43120 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43121

Details: wagon ‘NHJF 43121 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43122

Details: wagon ‘NHJF 43122 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43123

Details: wagon ‘NHJF 43123 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43124

Details: wagon ‘NHJF 43124 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43125

Details: wagon ‘NHJF 43125 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43126

Details: wagon ‘NHJF 43126 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43127

Details: wagon ‘NHJF 43127 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43128

Details: wagon ‘NHJF 43128 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43129

Details: wagon ‘NHJF 43129 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43130

Details: wagon ‘NHJF 43130 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43131

Details: wagon ‘NHJF 43131 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43132

Details: wagon ‘NHJF 43132 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43133

Details: wagon ‘NHJF 43133 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43134

Details: wagon ‘NHJF 43134 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43135

Details: wagon ‘NHJF 43135 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43136

Details: wagon ‘NHJF 43136 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43137

Details: wagon ‘NHJF 43137 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43138

Details: wagon ‘NHJF 43138 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43139

Details: wagon ‘NHJF 43139 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43140

Details: wagon ‘NHJF 43140 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43141

Details: wagon ‘NHJF 43141 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43142

Details: wagon ‘NHJF 43142 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43143

Details: wagon ‘NHJF 43143 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43144

Details: wagon ‘NHJF 43144 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43145

Details: wagon ‘NHJF 43145 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43146

Details: wagon ‘NHJF 43146 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43147

Details: wagon ‘NHJF 43147 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43148

Details: wagon ‘NHJF 43148 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43149

Details: wagon ‘NHJF 43149 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43150

Details: wagon ‘NHJF 43150 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43151

Details: wagon ‘NHJF 43151 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43152

Details: wagon ‘NHJF 43152 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43153

Details: wagon ‘NHJF 43153 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43154

Details: wagon ‘NHJF 43154 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43155

Details: wagon ‘NHJF 43155 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43156

Details: wagon ‘NHJF 43156 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43157

Details: wagon ‘NHJF 43157 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43158

Details: wagon ‘NHJF 43158 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43159

Details: wagon ‘NHJF 43159 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43160

Details: wagon ‘NHJF 43160 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43161

Details: wagon ‘NHJF 43161 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43162

Details: wagon ‘NHJF 43162 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43163

Details: wagon ‘NHJF 43163 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43164

Details: wagon ‘NHJF 43164 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43165

Details: wagon ‘NHJF 43165 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43166

Details: wagon ‘NHJF 43166 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43167

Details: wagon ‘NHJF 43167 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43168

Details: wagon ‘NHJF 43168 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43169

Details: wagon ‘NHJF 43169 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43170

Details: wagon ‘NHJF 43170 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43171

Details: wagon ‘NHJF 43171 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43172

Details: wagon ‘NHJF 43172 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43173

Details: wagon ‘NHJF 43173 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43174

Details: wagon ‘NHJF 43174 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43175

Details: wagon ‘NHJF 43175 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43176

Details: wagon ‘NHJF 43176 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43177

Details: wagon ‘NHJF 43177 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43178

Details: wagon ‘NHJF 43178 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43179

Details: wagon ‘NHJF 43179 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43180

Details: wagon ‘NHJF 43180 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43181

Details: wagon ‘NHJF 43181 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43182

Details: wagon ‘NHJF 43182 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43183

Details: wagon ‘NHJF 43183 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43184

Details: wagon ‘NHJF 43184 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43185

Details: wagon ‘NHJF 43185 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43186

Details: wagon ‘NHJF 43186 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43187

Details: wagon ‘NHJF 43187 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHJF 43188

Details: wagon ‘NHJF 43188 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43189

Details: wagon ‘NHJF 43189 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43190

Details: wagon ‘NHJF 43190 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43191

Details: wagon ‘NHJF 43191 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43192

Details: wagon ‘NHJF 43192 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHJF 43193

Details: wagon ‘NHJF 43193 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43194

Details: wagon ‘NHJF 43194 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43195

Details: wagon ‘NHJF 43195 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43196

Details: wagon ‘NHJF 43196 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43197

Details: wagon ‘NHJF 43197 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43198

Details: wagon ‘NHJF 43198 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHJF 43199

Details: wagon ‘NHJF 43199 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.431 Wagon classification starting with ‘NHK’

NHKF 43200

Details: wagon ‘NHKF 43200 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43201

Details: wagon ‘NHKF 43201 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43202

Details: wagon ‘NHKF 43202 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43203

Details: wagon ‘NHKF 43203 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43204

Details: wagon ‘NHKF 43204 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43205

Details: wagon ‘NHKF 43205 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43206

Details: wagon ‘NHKF 43206 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43207

Details: wagon ‘NHKF 43207 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43208

Details: wagon ‘NHKF 43208 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43209

Details: wagon ‘NHKF 43209 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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2.431. Wagon classification starting with ‘NHK’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43210

Details: wagon ‘NHKF 43210 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43211

Details: wagon ‘NHKF 43211 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43212

Details: wagon ‘NHKF 43212 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43213

Details: wagon ‘NHKF 43213 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43214

Details: wagon ‘NHKF 43214 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.431. Wagon classification starting with ‘NHK’

Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43215

Details: wagon ‘NHKF 43215 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43216

Details: wagon ‘NHKF 43216 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43217

Details: wagon ‘NHKF 43217 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43218

Details: wagon ‘NHKF 43218 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43219

Details: wagon ‘NHKF 43219 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43220

Details: wagon ‘NHKF 43220 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43221

Details: wagon ‘NHKF 43221 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43222

Details: wagon ‘NHKF 43222 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43223

Details: wagon ‘NHKF 43223 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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2.431. Wagon classification starting with ‘NHK’

Capacity of 56 tonnes

NHKF 43224

Details: wagon ‘NHKF 43224 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43225

Details: wagon ‘NHKF 43225 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43226

Details: wagon ‘NHKF 43226 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43227

Details: wagon ‘NHKF 43227 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43228

Details: wagon ‘NHKF 43228 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8814



2.431. Wagon classification starting with ‘NHK’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43229

Details: wagon ‘NHKF 43229 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43230

Details: wagon ‘NHKF 43230 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8815



2. TIMS GROUP INFORMATION - WAGONS

NHKF 43231

Details: wagon ‘NHKF 43231 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43232

Details: wagon ‘NHKF 43232 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43233

Details: wagon ‘NHKF 43233 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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2.431. Wagon classification starting with ‘NHK’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43234

Details: wagon ‘NHKF 43234 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43235

Details: wagon ‘NHKF 43235 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43236

Details: wagon ‘NHKF 43236 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43237

Details: wagon ‘NHKF 43237 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43238

Details: wagon ‘NHKF 43238 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.431. Wagon classification starting with ‘NHK’

Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43239

Details: wagon ‘NHKF 43239 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43240

Details: wagon ‘NHKF 43240 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43241

Details: wagon ‘NHKF 43241 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43242

Details: wagon ‘NHKF 43242 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43243

Details: wagon ‘NHKF 43243 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43244

Details: wagon ‘NHKF 43244 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43245

Details: wagon ‘NHKF 43245 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43246

Details: wagon ‘NHKF 43246 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43247

Details: wagon ‘NHKF 43247 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43248

Details: wagon ‘NHKF 43248 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43249

Details: wagon ‘NHKF 43249 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43250

Details: wagon ‘NHKF 43250 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43251

Details: wagon ‘NHKF 43251 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43252

Details: wagon ‘NHKF 43252 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43253

Details: wagon ‘NHKF 43253 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43254

Details: wagon ‘NHKF 43254 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8825



2. TIMS GROUP INFORMATION - WAGONS

NHKF 43255

Details: wagon ‘NHKF 43255 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43256

Details: wagon ‘NHKF 43256 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43257

Details: wagon ‘NHKF 43257 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43258

Details: wagon ‘NHKF 43258 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43259

Details: wagon ‘NHKF 43259 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43260

Details: wagon ‘NHKF 43260 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43261

Details: wagon ‘NHKF 43261 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43262

Details: wagon ‘NHKF 43262 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43263

Details: wagon ‘NHKF 43263 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43264

Details: wagon ‘NHKF 43264 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43265

Details: wagon ‘NHKF 43265 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43266

Details: wagon ‘NHKF 43266 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43267

Details: wagon ‘NHKF 43267 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43268

Details: wagon ‘NHKF 43268 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43269

Details: wagon ‘NHKF 43269 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43270

Details: wagon ‘NHKF 43270 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43271

Details: wagon ‘NHKF 43271 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43272

Details: wagon ‘NHKF 43272 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43273

Details: wagon ‘NHKF 43273 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43274

Details: wagon ‘NHKF 43274 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43275

Details: wagon ‘NHKF 43275 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43276

Details: wagon ‘NHKF 43276 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43277

Details: wagon ‘NHKF 43277 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43278

Details: wagon ‘NHKF 43278 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43279

Details: wagon ‘NHKF 43279 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43280

Details: wagon ‘NHKF 43280 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43281

Details: wagon ‘NHKF 43281 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43282

Details: wagon ‘NHKF 43282 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43283

Details: wagon ‘NHKF 43283 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43284

Details: wagon ‘NHKF 43284 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43285

Details: wagon ‘NHKF 43285 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43286

Details: wagon ‘NHKF 43286 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43287

Details: wagon ‘NHKF 43287 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43288

Details: wagon ‘NHKF 43288 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43289

Details: wagon ‘NHKF 43289 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43290

Details: wagon ‘NHKF 43290 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43291

Details: wagon ‘NHKF 43291 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43292

Details: wagon ‘NHKF 43292 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43293

Details: wagon ‘NHKF 43293 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne

8841



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43294

Details: wagon ‘NHKF 43294 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43295

Details: wagon ‘NHKF 43295 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43296

Details: wagon ‘NHKF 43296 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43297

Details: wagon ‘NHKF 43297 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43298

Details: wagon ‘NHKF 43298 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43299

Details: wagon ‘NHKF 43299 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43300

Details: wagon ‘NHKF 43300 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43301

Details: wagon ‘NHKF 43301 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43302

Details: wagon ‘NHKF 43302 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43303

Details: wagon ‘NHKF 43303 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43304

Details: wagon ‘NHKF 43304 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43305

Details: wagon ‘NHKF 43305 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43306

Details: wagon ‘NHKF 43306 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43307

Details: wagon ‘NHKF 43307 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43308

Details: wagon ‘NHKF 43308 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43309

Details: wagon ‘NHKF 43309 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43310

Details: wagon ‘NHKF 43310 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43311

Details: wagon ‘NHKF 43311 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43312

Details: wagon ‘NHKF 43312 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43313

Details: wagon ‘NHKF 43313 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43314

Details: wagon ‘NHKF 43314 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8850



2.431. Wagon classification starting with ‘NHK’

NHKF 43315

Details: wagon ‘NHKF 43315 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43316

Details: wagon ‘NHKF 43316 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43317

Details: wagon ‘NHKF 43317 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43318

Details: wagon ‘NHKF 43318 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43319

Details: wagon ‘NHKF 43319 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43320

Details: wagon ‘NHKF 43320 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43321

Details: wagon ‘NHKF 43321 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43322

Details: wagon ‘NHKF 43322 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43323

Details: wagon ‘NHKF 43323 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43324

Details: wagon ‘NHKF 43324 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43325

Details: wagon ‘NHKF 43325 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43326

Details: wagon ‘NHKF 43326 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43327

Details: wagon ‘NHKF 43327 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43328

Details: wagon ‘NHKF 43328 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43329

Details: wagon ‘NHKF 43329 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43330

Details: wagon ‘NHKF 43330 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43331

Details: wagon ‘NHKF 43331 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43332

Details: wagon ‘NHKF 43332 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43333

Details: wagon ‘NHKF 43333 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43334

Details: wagon ‘NHKF 43334 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43335

Details: wagon ‘NHKF 43335 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43336

Details: wagon ‘NHKF 43336 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43337

Details: wagon ‘NHKF 43337 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43338

Details: wagon ‘NHKF 43338 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43339

Details: wagon ‘NHKF 43339 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43340

Details: wagon ‘NHKF 43340 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43341

Details: wagon ‘NHKF 43341 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43342

Details: wagon ‘NHKF 43342 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43343

Details: wagon ‘NHKF 43343 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43344

Details: wagon ‘NHKF 43344 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43345

Details: wagon ‘NHKF 43345 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43346

Details: wagon ‘NHKF 43346 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43347

Details: wagon ‘NHKF 43347 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43348

Details: wagon ‘NHKF 43348 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43349

Details: wagon ‘NHKF 43349 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43350

Details: wagon ‘NHKF 43350 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43351

Details: wagon ‘NHKF 43351 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43352

Details: wagon ‘NHKF 43352 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43353

Details: wagon ‘NHKF 43353 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43354

Details: wagon ‘NHKF 43354 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43355

Details: wagon ‘NHKF 43355 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43356

Details: wagon ‘NHKF 43356 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43357

Details: wagon ‘NHKF 43357 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43358

Details: wagon ‘NHKF 43358 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43359

Details: wagon ‘NHKF 43359 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43360

Details: wagon ‘NHKF 43360 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43361

Details: wagon ‘NHKF 43361 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43362

Details: wagon ‘NHKF 43362 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43363

Details: wagon ‘NHKF 43363 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43364

Details: wagon ‘NHKF 43364 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43365

Details: wagon ‘NHKF 43365 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43366

Details: wagon ‘NHKF 43366 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43367

Details: wagon ‘NHKF 43367 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHKF 43368

Details: wagon ‘NHKF 43368 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43369

Details: wagon ‘NHKF 43369 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43370

Details: wagon ‘NHKF 43370 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43371

Details: wagon ‘NHKF 43371 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43372

Details: wagon ‘NHKF 43372 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43373

Details: wagon ‘NHKF 43373 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHKF 43374

Details: wagon ‘NHKF 43374 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHKF 43375

Details: wagon ‘NHKF 43375 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.432 Wagon classification starting with ‘NHL’

NHLF 32573

Details: wagon ‘NHLF 32573 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHLF 32594

Details: wagon ‘NHLF 32594 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHLF 32617

Details: wagon ‘NHLF 32617 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHLF 32619

Details: wagon ‘NHLF 32619 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8877



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHLF 32620

Details: wagon ‘NHLF 32620 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHLF 32622

Details: wagon ‘NHLF 32622 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHLF 33139

Details: wagon ‘NHLF 33139 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.433 Wagon classification starting with ‘NHM’

NHMH 42498

Details: wagon ‘NHMH 42498 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHMH 42499

Details: wagon ‘NHMH 42499 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.434 Wagon classification starting with ‘NHN’

NHNF 33008

Details: wagon ‘NHNF 33008 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33008 B
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33008 B’

NHNF 33016

Details: wagon ‘NHNF 33016 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33016 Y
BSG Code: NSHE

Capacity of 58 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33016 Y’

NHNF 33023

Details: wagon ‘NHNF 33023 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHZF 33023 B
BSG Code: NSHZ

Capacity of 56 tonnes

10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHZF 33023 B’

NHNF 33054

Details: wagon ‘NHNF 33054 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33054 F
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33054 F’

NHNF 33062

Details: wagon ‘NHNF 33062 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33062 S’

NHNF 33064

Details: wagon ‘NHNF 33064 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33064 N’

NHNF 33067

Details: wagon ‘NHNF 33067 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33067 R
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33067 R’

NHNF 33069

Details: wagon ‘NHNF 33069 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33069M
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33069 M’

NHNF 33091

Details: wagon ‘NHNF 33091 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33091 K
BSG Code: NSHE

Capacity of 58 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33091 K’

NHNF 33093

Details: wagon ‘NHNF 33093 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33093 F
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33093 F’

NHNF 33095

Details: wagon ‘NHNF 33095 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33095 A
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33095 A’

NHNF 33110

Details: wagon ‘NHNF 33110 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: COAL
Remarks: EX NHAF 33110 N
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33110 N’

NHNF 33114

Details: wagon ‘NHNF 33114 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHE

Capacity of 58 tonnes

NHNF 33118

Details: wagon ‘NHNF 33118 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33118 Q
BSG Code: NSHE

Capacity of 58 tonnes
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17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33118 Q’

NHNF 33122

Details: wagon ‘NHNF 33122 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33122 Q
BSG Code: NSHE

Capacity of 58 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33122 Q’

NHNF 33127

Details: wagon ‘NHNF 33127 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33127 P
BSG Code: NSHE

Capacity of 58 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
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17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NHAF 33127 P’

NHNF 33134

Details: wagon ‘NHNF 33134 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33134 T
BSG Code: NSHE

Capacity of 58 tonnes

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33134 T’

NHNF 33135

Details: wagon ‘NHNF 33135 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33135 F
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33135 F’
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NHNF 33140

Details: wagon ‘NHNF 33140 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33140 Y
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33140 Y’

NHNF 33142

Details: wagon ‘NHNF 33142 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33142 J
BSG Code: NSHZ

Capacity of 56 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33142 J’

8889



2. TIMS GROUP INFORMATION - WAGONS

2.435 Wagon classification starting with ‘NHR’

NHRF 33014

Details: wagon ‘NHRF 33014 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHAF 33014 T
BSG Code: NSHE

Capacity of 58 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33014 T’

NHRH 50015

Details: wagon ‘NHRH 50015 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50016

Details: wagon ‘NHRH 50016 T’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50017

Details: wagon ‘NHRH 50017 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50018

Details: wagon ‘NHRH 50018 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
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BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50019

Details: wagon ‘NHRH 50019 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50020

Details: wagon ‘NHRH 50020 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50021

Details: wagon ‘NHRH 50021 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1994
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50022

Details: wagon ‘NHRH 50022 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50023

Details: wagon ‘NHRH 50023 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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NHRH 50024

Details: wagon ‘NHRH 50024 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50025

Details: wagon ‘NHRH 50025 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50026

Details: wagon ‘NHRH 50026 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50027

Details: wagon ‘NHRH 50027 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50028

Details: wagon ‘NHRH 50028 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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NHRH 50029

Details: wagon ‘NHRH 50029 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50221

Details: wagon ‘NHRH 50221 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50222

Details: wagon ‘NHRH 50222 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50223

Details: wagon ‘NHRH 50223 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50224

Details: wagon ‘NHRH 50224 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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NHRH 50225

Details: wagon ‘NHRH 50225 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50226

Details: wagon ‘NHRH 50226 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50227

Details: wagon ‘NHRH 50227 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50228

Details: wagon ‘NHRH 50228 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50229

Details: wagon ‘NHRH 50229 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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NHRH 50230

Details: wagon ‘NHRH 50230 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50231

Details: wagon ‘NHRH 50231 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50232

Details: wagon ‘NHRH 50232 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50233

Details: wagon ‘NHRH 50233 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50234

Details: wagon ‘NHRH 50234 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50235

Details: wagon ‘NHRH 50235 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50236

Details: wagon ‘NHRH 50236 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50237

Details: wagon ‘NHRH 50237 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50238

Details: wagon ‘NHRH 50238 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50239

Details: wagon ‘NHRH 50239 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50240

Details: wagon ‘NHRH 50240 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50241

Details: wagon ‘NHRH 50241 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50242

Details: wagon ‘NHRH 50242 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50243

Details: wagon ‘NHRH 50243 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50244

Details: wagon ‘NHRH 50244 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

8905



2. TIMS GROUP INFORMATION - WAGONS

NHRH 50245

Details: wagon ‘NHRH 50245 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50246

Details: wagon ‘NHRH 50246 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50247

Details: wagon ‘NHRH 50247 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50248

Details: wagon ‘NHRH 50248 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50249

Details: wagon ‘NHRH 50249 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50250

Details: wagon ‘NHRH 50250 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50251

Details: wagon ‘NHRH 50251 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50252

Details: wagon ‘NHRH 50252 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50253

Details: wagon ‘NHRH 50253 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50254

Details: wagon ‘NHRH 50254 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50255

Details: wagon ‘NHRH 50255 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50256

Details: wagon ‘NHRH 50256 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50257

Details: wagon ‘NHRH 50257 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50258

Details: wagon ‘NHRH 50258 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50259

Details: wagon ‘NHRH 50259 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50260

Details: wagon ‘NHRH 50260 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50261

Details: wagon ‘NHRH 50261 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50262

Details: wagon ‘NHRH 50262 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50263

Details: wagon ‘NHRH 50263 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50264

Details: wagon ‘NHRH 50264 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50265

Details: wagon ‘NHRH 50265 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50266

Details: wagon ‘NHRH 50266 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50267

Details: wagon ‘NHRH 50267 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50268

Details: wagon ‘NHRH 50268 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50269

Details: wagon ‘NHRH 50269 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50270

Details: wagon ‘NHRH 50270 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50271

Details: wagon ‘NHRH 50271 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50272

Details: wagon ‘NHRH 50272 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50273

Details: wagon ‘NHRH 50273 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50274

Details: wagon ‘NHRH 50274 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50275

Details: wagon ‘NHRH 50275 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50276

Details: wagon ‘NHRH 50276 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50277

Details: wagon ‘NHRH 50277 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50278

Details: wagon ‘NHRH 50278 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50279

Details: wagon ‘NHRH 50279 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50280

Details: wagon ‘NHRH 50280 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50281

Details: wagon ‘NHRH 50281 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50282

Details: wagon ‘NHRH 50282 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50283

Details: wagon ‘NHRH 50283 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50284

Details: wagon ‘NHRH 50284 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50285

Details: wagon ‘NHRH 50285 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50286

Details: wagon ‘NHRH 50286 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50287

Details: wagon ‘NHRH 50287 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50288

Details: wagon ‘NHRH 50288 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50289

Details: wagon ‘NHRH 50289 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50290

Details: wagon ‘NHRH 50290 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50291

Details: wagon ‘NHRH 50291 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50292

Details: wagon ‘NHRH 50292 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50293

Details: wagon ‘NHRH 50293 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50294

Details: wagon ‘NHRH 50294 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50295

Details: wagon ‘NHRH 50295 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50865

Details: wagon ‘NHRH 50865 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50866

Details: wagon ‘NHRH 50866 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50867

Details: wagon ‘NHRH 50867 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50868

Details: wagon ‘NHRH 50868 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50869

Details: wagon ‘NHRH 50869 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50870

Details: wagon ‘NHRH 50870 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50871

Details: wagon ‘NHRH 50871 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S

8928



2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50872

Details: wagon ‘NHRH 50872 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50873

Details: wagon ‘NHRH 50873 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50874

Details: wagon ‘NHRH 50874 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50875

Details: wagon ‘NHRH 50875 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50876

Details: wagon ‘NHRH 50876 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.435. Wagon classification starting with ‘NHR’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50877

Details: wagon ‘NHRH 50877 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

NHRH 50878

Details: wagon ‘NHRH 50878 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NHRH 50879

Details: wagon ‘NHRH 50879 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHZ

Capacity of 60 tonnes

2.436 Wagon classification starting with ‘NHS’

NHSF 1460

Details: wagon ‘NHSF 1460 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHSF 1465

Details: wagon ‘NHSF 1465 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
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2.436. Wagon classification starting with ‘NHS’

Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHSF 1468

Details: wagon ‘NHSF 1468 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHSF 1469

Details: wagon ‘NHSF 1469 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: NSHZ

Capacity of 56 tonnes

NHSH 42558

Details: wagon ‘NHSH 42558 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42558V
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42558 V’

NHSH 42577

Details: wagon ‘NHSH 42577 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42577 F
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
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2.436. Wagon classification starting with ‘NHS’

27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NHFF 42577 F’

NHSH 42586

Details: wagon ‘NHSH 42586 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42586 E
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42586 E’

NHSH 42587

Details: wagon ‘NHSH 42587 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42587 N
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42587 N’
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2. TIMS GROUP INFORMATION - WAGONS

NHSH 42593

Details: wagon ‘NHSH 42593 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42593 X
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42593 X’

NHSH 42613

Details: wagon ‘NHSH 42613 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42613 U
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42613 U’
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2.436. Wagon classification starting with ‘NHS’

NHSH 42615

Details: wagon ‘NHSH 42615 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42615 P
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42615 P’

NHSH 42633

Details: wagon ‘NHSH 42633 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42633 N
BSG Code: NSHZ

Capacity of 77 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42633 N’
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2. TIMS GROUP INFORMATION - WAGONS

NHSH 42646

Details: wagon ‘NHSH 42646 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42646 C
BSG Code: NSHZ

Capacity of 77 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42646 C’

NHSH 42647

Details: wagon ‘NHSH 42647 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42647 L
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42647 L’

8938



2.436. Wagon classification starting with ‘NHS’

NHSH 42658

Details: wagon ‘NHSH 42658 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42658 F
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42658 F’

NHSH 42669

Details: wagon ‘NHSH 42669 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42669 W
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42669 W’

8939



2. TIMS GROUP INFORMATION - WAGONS

NHSH 42675

Details: wagon ‘NHSH 42675 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42675 R
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42675 R’

NHSH 42676

Details: wagon ‘NHSH 42676 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42676D
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42676 D’
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2.436. Wagon classification starting with ‘NHS’

NHSH 42692

Details: wagon ‘NHSH 42692 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42692 G
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42692 G’

NHSH 42700

Details: wagon ‘NHSH 42700 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42700 P
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42700 P’
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NHSH 42731

Details: wagon ‘NHSH 42731 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42731 C
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42731 C’

NHSH 42735

Details: wagon ‘NHSH 42735 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42735 P
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42735 P’
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2.436. Wagon classification starting with ‘NHS’

NHSH 42746

Details: wagon ‘NHSH 42746 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42746 J
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42746 J’

NHSH 42767

Details: wagon ‘NHSH 42767 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42767 L
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42767 L’
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NHSH 42768

Details: wagon ‘NHSH 42768 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42768 U
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42768 U’

NHSH 42787

Details: wagon ‘NHSH 42787 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42787 E
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42787 E’
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2.436. Wagon classification starting with ‘NHS’

NHSH 42802

Details: wagon ‘NHSH 42802 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHFF 42802 R
BSG Code: NSHZ

Capacity of 56 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42802 R’

NHSH 42805

Details: wagon ‘NHSH 42805 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42805 V
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42805 V’
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NHSH 42822

Details: wagon ‘NHSH 42822 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42822 K
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42822 K’

NHSH 42844

Details: wagon ‘NHSH 42844 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42844 V
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42844 V’
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2.436. Wagon classification starting with ‘NHS’

NHSH 42847

Details: wagon ‘NHSH 42847 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFH 42847 K
BSG Code: NSHE

Capacity of 76.2 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFH 42847 K’

NHSH 42861

Details: wagon ‘NHSH 42861 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42861 K
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42861 K’
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NHSH 42863

Details: wagon ‘NHSH 42863 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42863 F
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42863 F’

NHSH 42867

Details: wagon ‘NHSH 42867 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42867 S
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42867 S’
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NHSH 42877

Details: wagon ‘NHSH 42877 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42877 D
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42877 D’

NHSH 42894

Details: wagon ‘NHSH 42894 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42894 P
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42894 P’
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NHSH 42895

Details: wagon ‘NHSH 42895 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42895 B
BSG Code: NSHZ

Capacity of 76 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42895 B’

NHSH 42896

Details: wagon ‘NHSH 42896 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42896 K
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42896 K’
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NHSH 42911

Details: wagon ‘NHSH 42911 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42911 A
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42911 A’

NHSH 42924

Details: wagon ‘NHSH 42924 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42924 M
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42924 M’

8951



2. TIMS GROUP INFORMATION - WAGONS

NHSH 42955

Details: wagon ‘NHSH 42955 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 42955 W
BSG Code: NSHZ

Capacity of 56 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 42955 W’

NHSH 43001

Details: wagon ‘NHSH 43001 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43001E
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43001 E’
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2.436. Wagon classification starting with ‘NHS’

NHSH 43005

Details: wagon ‘NHSH 43005 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43005 R
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43005 R’

NHSH 43016

Details: wagon ‘NHSH 43016 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43016 L
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43016 L’
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NHSH 43019

Details: wagon ‘NHSH 43019 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHFF 43019 P
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43019 P’

NHSH 43023

Details: wagon ‘NHSH 43023 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43023 P
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43023 P’
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NHSH 43033

Details: wagon ‘NHSH 43033 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43033 A
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43033 A’

NHSH 43046

Details: wagon ‘NHSH 43046 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43046 M
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43046 M’
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NHSH 43056

Details: wagon ‘NHSH 43056 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43056 U
BSG Code: NSHZ

Capacity of 77 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43056 U’

NHSH 43066

Details: wagon ‘NHSH 43066 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43066 F
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43066 F’
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NHSH 43080

Details: wagon ‘NHSH 43080 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHFF 43080 N
BSG Code: NSHZ

Capacity of 77 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43080 N’

NHSH 43094

Details: wagon ‘NHSH 43094 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHFF 43094 L
BSG Code: NSHZ

Capacity of 56 tonnes

27.03.1994 Repair ‘VEHICLE RECLASSIFY’.
27.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NHFF 43094 L’
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2.437 Wagon classification starting with ‘NHT’

NHTF 36251

Details: wagon ‘NHTF 36251 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36252

Details: wagon ‘NHTF 36252 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36253

Details: wagon ‘NHTF 36253 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36254

Details: wagon ‘NHTF 36254 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36255

Details: wagon ‘NHTF 36255 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36256

Details: wagon ‘NHTF 36256 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36257

Details: wagon ‘NHTF 36257 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8960



2.437. Wagon classification starting with ‘NHT’

NHTF 36258

Details: wagon ‘NHTF 36258 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36259

Details: wagon ‘NHTF 36259 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36260

Details: wagon ‘NHTF 36260 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36261

Details: wagon ‘NHTF 36261 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36262

Details: wagon ‘NHTF 36262 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36263

Details: wagon ‘NHTF 36263 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36264

Details: wagon ‘NHTF 36264 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36265

Details: wagon ‘NHTF 36265 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36266

Details: wagon ‘NHTF 36266 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36268

Details: wagon ‘NHTF 36268 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36269

Details: wagon ‘NHTF 36269 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36270

Details: wagon ‘NHTF 36270 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36271

Details: wagon ‘NHTF 36271 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36272

Details: wagon ‘NHTF 36272 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36273

Details: wagon ‘NHTF 36273 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36274

Details: wagon ‘NHTF 36274 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36275

Details: wagon ‘NHTF 36275 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8967



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NHTF 36276

Details: wagon ‘NHTF 36276 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36277

Details: wagon ‘NHTF 36277 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36278

Details: wagon ‘NHTF 36278 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36279

Details: wagon ‘NHTF 36279 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36281

Details: wagon ‘NHTF 36281 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8969



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36282

Details: wagon ‘NHTF 36282 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36283

Details: wagon ‘NHTF 36283 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36284

Details: wagon ‘NHTF 36284 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36286

Details: wagon ‘NHTF 36286 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36287

Details: wagon ‘NHTF 36287 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36288

Details: wagon ‘NHTF 36288 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36289

Details: wagon ‘NHTF 36289 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36290

Details: wagon ‘NHTF 36290 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36292

Details: wagon ‘NHTF 36292 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36293

Details: wagon ‘NHTF 36293 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36294

Details: wagon ‘NHTF 36294 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36295

Details: wagon ‘NHTF 36295 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36296

Details: wagon ‘NHTF 36296 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36297

Details: wagon ‘NHTF 36297 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36298

Details: wagon ‘NHTF 36298 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36299

Details: wagon ‘NHTF 36299 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36300

Details: wagon ‘NHTF 36300 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36301

Details: wagon ‘NHTF 36301 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36302

Details: wagon ‘NHTF 36302 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36303

Details: wagon ‘NHTF 36303 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36305

Details: wagon ‘NHTF 36305 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36306

Details: wagon ‘NHTF 36306 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36308

Details: wagon ‘NHTF 36308 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36309

Details: wagon ‘NHTF 36309 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36312

Details: wagon ‘NHTF 36312 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36313

Details: wagon ‘NHTF 36313 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

8980



2.437. Wagon classification starting with ‘NHT’

NHTF 36314

Details: wagon ‘NHTF 36314 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36315

Details: wagon ‘NHTF 36315 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36316

Details: wagon ‘NHTF 36316 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36317

Details: wagon ‘NHTF 36317 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36318

Details: wagon ‘NHTF 36318 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

8982



2.437. Wagon classification starting with ‘NHT’

Capacity of 56 tonnes

NHTF 36319

Details: wagon ‘NHTF 36319 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36320

Details: wagon ‘NHTF 36320 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36321

Details: wagon ‘NHTF 36321 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36322

Details: wagon ‘NHTF 36322 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36323

Details: wagon ‘NHTF 36323 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36325

Details: wagon ‘NHTF 36325 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36326

Details: wagon ‘NHTF 36326 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36327

Details: wagon ‘NHTF 36327 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36329

Details: wagon ‘NHTF 36329 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36330

Details: wagon ‘NHTF 36330 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36331

Details: wagon ‘NHTF 36331 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36332

Details: wagon ‘NHTF 36332 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36333

Details: wagon ‘NHTF 36333 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36334

Details: wagon ‘NHTF 36334 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36335

Details: wagon ‘NHTF 36335 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36336

Details: wagon ‘NHTF 36336 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36337

Details: wagon ‘NHTF 36337 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8989



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36338

Details: wagon ‘NHTF 36338 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36339

Details: wagon ‘NHTF 36339 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36340

Details: wagon ‘NHTF 36340 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36341

Details: wagon ‘NHTF 36341 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36342

Details: wagon ‘NHTF 36342 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36343

Details: wagon ‘NHTF 36343 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36344

Details: wagon ‘NHTF 36344 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36345

Details: wagon ‘NHTF 36345 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36346

Details: wagon ‘NHTF 36346 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36347

Details: wagon ‘NHTF 36347 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36348

Details: wagon ‘NHTF 36348 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36349

Details: wagon ‘NHTF 36349 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.437. Wagon classification starting with ‘NHT’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36350

Details: wagon ‘NHTF 36350 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36351

Details: wagon ‘NHTF 36351 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36352

Details: wagon ‘NHTF 36352 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36353

Details: wagon ‘NHTF 36353 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36354

Details: wagon ‘NHTF 36354 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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2.437. Wagon classification starting with ‘NHT’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36356

Details: wagon ‘NHTF 36356 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36357

Details: wagon ‘NHTF 36357 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36359

Details: wagon ‘NHTF 36359 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36361

Details: wagon ‘NHTF 36361 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36362

Details: wagon ‘NHTF 36362 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

8998



2.437. Wagon classification starting with ‘NHT’

Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36363

Details: wagon ‘NHTF 36363 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36364

Details: wagon ‘NHTF 36364 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

8999



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36365

Details: wagon ‘NHTF 36365 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36366

Details: wagon ‘NHTF 36366 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36368

Details: wagon ‘NHTF 36368 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36369

Details: wagon ‘NHTF 36369 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36371

Details: wagon ‘NHTF 36371 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36372

Details: wagon ‘NHTF 36372 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36373

Details: wagon ‘NHTF 36373 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36374

Details: wagon ‘NHTF 36374 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36375

Details: wagon ‘NHTF 36375 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36376

Details: wagon ‘NHTF 36376 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36377

Details: wagon ‘NHTF 36377 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36378

Details: wagon ‘NHTF 36378 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36379

Details: wagon ‘NHTF 36379 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36380

Details: wagon ‘NHTF 36380 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

9005



2. TIMS GROUP INFORMATION - WAGONS

NHTF 36381

Details: wagon ‘NHTF 36381 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36382

Details: wagon ‘NHTF 36382 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36383

Details: wagon ‘NHTF 36383 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36384

Details: wagon ‘NHTF 36384 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36385

Details: wagon ‘NHTF 36385 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36387

Details: wagon ‘NHTF 36387 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36388

Details: wagon ‘NHTF 36388 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36389

Details: wagon ‘NHTF 36389 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36390

Details: wagon ‘NHTF 36390 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36391

Details: wagon ‘NHTF 36391 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36392

Details: wagon ‘NHTF 36392 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36393

Details: wagon ‘NHTF 36393 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36394

Details: wagon ‘NHTF 36394 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36395

Details: wagon ‘NHTF 36395 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36396

Details: wagon ‘NHTF 36396 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36397

Details: wagon ‘NHTF 36397 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36398

Details: wagon ‘NHTF 36398 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36399

Details: wagon ‘NHTF 36399 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36400

Details: wagon ‘NHTF 36400 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36401

Details: wagon ‘NHTF 36401 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36402

Details: wagon ‘NHTF 36402 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36403

Details: wagon ‘NHTF 36403 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36404

Details: wagon ‘NHTF 36404 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36405

Details: wagon ‘NHTF 36405 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36406

Details: wagon ‘NHTF 36406 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36407

Details: wagon ‘NHTF 36407 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36408

Details: wagon ‘NHTF 36408 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36409

Details: wagon ‘NHTF 36409 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36410

Details: wagon ‘NHTF 36410 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36411

Details: wagon ‘NHTF 36411 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36412

Details: wagon ‘NHTF 36412 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36413

Details: wagon ‘NHTF 36413 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.437. Wagon classification starting with ‘NHT’

Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36414

Details: wagon ‘NHTF 36414 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36415

Details: wagon ‘NHTF 36415 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36416

Details: wagon ‘NHTF 36416 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36417

Details: wagon ‘NHTF 36417 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36418

Details: wagon ‘NHTF 36418 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36419

Details: wagon ‘NHTF 36419 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36420

Details: wagon ‘NHTF 36420 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36421

Details: wagon ‘NHTF 36421 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36422

Details: wagon ‘NHTF 36422 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36423

Details: wagon ‘NHTF 36423 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36424

Details: wagon ‘NHTF 36424 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36425

Details: wagon ‘NHTF 36425 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36426

Details: wagon ‘NHTF 36426 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36427

Details: wagon ‘NHTF 36427 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36428

Details: wagon ‘NHTF 36428 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36429

Details: wagon ‘NHTF 36429 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36431

Details: wagon ‘NHTF 36431 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36433

Details: wagon ‘NHTF 36433 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36434

Details: wagon ‘NHTF 36434 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36436

Details: wagon ‘NHTF 36436 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36437

Details: wagon ‘NHTF 36437 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36438

Details: wagon ‘NHTF 36438 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36439

Details: wagon ‘NHTF 36439 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36440

Details: wagon ‘NHTF 36440 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36441

Details: wagon ‘NHTF 36441 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36442

Details: wagon ‘NHTF 36442 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

9029



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36443

Details: wagon ‘NHTF 36443 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36444

Details: wagon ‘NHTF 36444 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36445

Details: wagon ‘NHTF 36445 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36446

Details: wagon ‘NHTF 36446 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36447

Details: wagon ‘NHTF 36447 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36448

Details: wagon ‘NHTF 36448 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36449

Details: wagon ‘NHTF 36449 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36451

Details: wagon ‘NHTF 36451 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36452

Details: wagon ‘NHTF 36452 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36453

Details: wagon ‘NHTF 36453 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36454

Details: wagon ‘NHTF 36454 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36455

Details: wagon ‘NHTF 36455 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36456

Details: wagon ‘NHTF 36456 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36457

Details: wagon ‘NHTF 36457 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36458

Details: wagon ‘NHTF 36458 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36459

Details: wagon ‘NHTF 36459 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36460

Details: wagon ‘NHTF 36460 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36461

Details: wagon ‘NHTF 36461 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36462

Details: wagon ‘NHTF 36462 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36463

Details: wagon ‘NHTF 36463 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36464

Details: wagon ‘NHTF 36464 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36465

Details: wagon ‘NHTF 36465 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36466

Details: wagon ‘NHTF 36466 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36467

Details: wagon ‘NHTF 36467 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36468

Details: wagon ‘NHTF 36468 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36469

Details: wagon ‘NHTF 36469 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36470

Details: wagon ‘NHTF 36470 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36471

Details: wagon ‘NHTF 36471 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36472

Details: wagon ‘NHTF 36472 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36474

Details: wagon ‘NHTF 36474 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36476

Details: wagon ‘NHTF 36476 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36477

Details: wagon ‘NHTF 36477 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36478

Details: wagon ‘NHTF 36478 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36479

Details: wagon ‘NHTF 36479 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36480

Details: wagon ‘NHTF 36480 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36481

Details: wagon ‘NHTF 36481 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36482

Details: wagon ‘NHTF 36482 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36483

Details: wagon ‘NHTF 36483 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36484

Details: wagon ‘NHTF 36484 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36485

Details: wagon ‘NHTF 36485 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36487

Details: wagon ‘NHTF 36487 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36488

Details: wagon ‘NHTF 36488 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36489

Details: wagon ‘NHTF 36489 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36490

Details: wagon ‘NHTF 36490 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36491

Details: wagon ‘NHTF 36491 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36492

Details: wagon ‘NHTF 36492 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36493

Details: wagon ‘NHTF 36493 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36495

Details: wagon ‘NHTF 36495 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36496

Details: wagon ‘NHTF 36496 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36497

Details: wagon ‘NHTF 36497 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36498

Details: wagon ‘NHTF 36498 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36499

Details: wagon ‘NHTF 36499 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36500

Details: wagon ‘NHTF 36500 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36502

Details: wagon ‘NHTF 36502 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36503

Details: wagon ‘NHTF 36503 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36504

Details: wagon ‘NHTF 36504 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36505

Details: wagon ‘NHTF 36505 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36506

Details: wagon ‘NHTF 36506 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36507

Details: wagon ‘NHTF 36507 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36508

Details: wagon ‘NHTF 36508 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36509

Details: wagon ‘NHTF 36509 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36510

Details: wagon ‘NHTF 36510 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36511

Details: wagon ‘NHTF 36511 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36512

Details: wagon ‘NHTF 36512 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36513

Details: wagon ‘NHTF 36513 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36514

Details: wagon ‘NHTF 36514 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36515

Details: wagon ‘NHTF 36515 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36516

Details: wagon ‘NHTF 36516 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36517

Details: wagon ‘NHTF 36517 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36521

Details: wagon ‘NHTF 36521 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36523

Details: wagon ‘NHTF 36523 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36525

Details: wagon ‘NHTF 36525 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36527

Details: wagon ‘NHTF 36527 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36528

Details: wagon ‘NHTF 36528 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36529

Details: wagon ‘NHTF 36529 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36530

Details: wagon ‘NHTF 36530 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36531

Details: wagon ‘NHTF 36531 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36532

Details: wagon ‘NHTF 36532 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36533

Details: wagon ‘NHTF 36533 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

9062



2.437. Wagon classification starting with ‘NHT’

Capacity of 56 tonnes

NHTF 36534

Details: wagon ‘NHTF 36534 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36535

Details: wagon ‘NHTF 36535 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36536

Details: wagon ‘NHTF 36536 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36537

Details: wagon ‘NHTF 36537 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36538

Details: wagon ‘NHTF 36538 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

9064



2.437. Wagon classification starting with ‘NHT’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36539

Details: wagon ‘NHTF 36539 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36540

Details: wagon ‘NHTF 36540 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHTF 36541

Details: wagon ‘NHTF 36541 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36542

Details: wagon ‘NHTF 36542 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36543

Details: wagon ‘NHTF 36543 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
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2.437. Wagon classification starting with ‘NHT’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36544

Details: wagon ‘NHTF 36544 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36545

Details: wagon ‘NHTF 36545 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHTF 36546

Details: wagon ‘NHTF 36546 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36547

Details: wagon ‘NHTF 36547 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36548

Details: wagon ‘NHTF 36548 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.438. Wagon classification starting with ‘NHV’

Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHTF 36550

Details: wagon ‘NHTF 36550 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.438 Wagon classification starting with ‘NHV’

NHVF 35102

Details: wagon ‘NHVF 35102 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35103

Details: wagon ‘NHVF 35103 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35104

Details: wagon ‘NHVF 35104 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.438. Wagon classification starting with ‘NHV’

NHVF 35105

Details: wagon ‘NHVF 35105 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35106

Details: wagon ‘NHVF 35106 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35107

Details: wagon ‘NHVF 35107 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35108

Details: wagon ‘NHVF 35108 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35109

Details: wagon ‘NHVF 35109 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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2.438. Wagon classification starting with ‘NHV’

Capacity of 56 tonnes

NHVF 35110

Details: wagon ‘NHVF 35110 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35111

Details: wagon ‘NHVF 35111 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35112

Details: wagon ‘NHVF 35112 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35113

Details: wagon ‘NHVF 35113 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35114

Details: wagon ‘NHVF 35114 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.438. Wagon classification starting with ‘NHV’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35115

Details: wagon ‘NHVF 35115 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35116

Details: wagon ‘NHVF 35116 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35117

Details: wagon ‘NHVF 35117 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35118

Details: wagon ‘NHVF 35118 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35119

Details: wagon ‘NHVF 35119 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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2.438. Wagon classification starting with ‘NHV’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35120

Details: wagon ‘NHVF 35120 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35121

Details: wagon ‘NHVF 35121 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35122

Details: wagon ‘NHVF 35122 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35123

Details: wagon ‘NHVF 35123 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35124

Details: wagon ‘NHVF 35124 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.438. Wagon classification starting with ‘NHV’

Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35125

Details: wagon ‘NHVF 35125 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35126

Details: wagon ‘NHVF 35126 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35127

Details: wagon ‘NHVF 35127 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35128

Details: wagon ‘NHVF 35128 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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2.438. Wagon classification starting with ‘NHV’

NHVF 35129

Details: wagon ‘NHVF 35129 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35130

Details: wagon ‘NHVF 35130 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35131

Details: wagon ‘NHVF 35131 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35132

Details: wagon ‘NHVF 35132 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35133

Details: wagon ‘NHVF 35133 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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2.438. Wagon classification starting with ‘NHV’

Capacity of 56 tonnes

NHVF 35134

Details: wagon ‘NHVF 35134 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35135

Details: wagon ‘NHVF 35135 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35136

Details: wagon ‘NHVF 35136 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35137

Details: wagon ‘NHVF 35137 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35138

Details: wagon ‘NHVF 35138 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.438. Wagon classification starting with ‘NHV’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35139

Details: wagon ‘NHVF 35139 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35140

Details: wagon ‘NHVF 35140 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35141

Details: wagon ‘NHVF 35141 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35142

Details: wagon ‘NHVF 35142 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35143

Details: wagon ‘NHVF 35143 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35144

Details: wagon ‘NHVF 35144 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35145

Details: wagon ‘NHVF 35145 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35146

Details: wagon ‘NHVF 35146 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35147

Details: wagon ‘NHVF 35147 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35148

Details: wagon ‘NHVF 35148 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35149

Details: wagon ‘NHVF 35149 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35150

Details: wagon ‘NHVF 35150 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

9089



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35151

Details: wagon ‘NHVF 35151 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35152

Details: wagon ‘NHVF 35152 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35153

Details: wagon ‘NHVF 35153 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35154

Details: wagon ‘NHVF 35154 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35155

Details: wagon ‘NHVF 35155 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35156

Details: wagon ‘NHVF 35156 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35157

Details: wagon ‘NHVF 35157 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35158

Details: wagon ‘NHVF 35158 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35159

Details: wagon ‘NHVF 35159 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35160

Details: wagon ‘NHVF 35160 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35161

Details: wagon ‘NHVF 35161 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35162

Details: wagon ‘NHVF 35162 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35163

Details: wagon ‘NHVF 35163 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35164

Details: wagon ‘NHVF 35164 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35165

Details: wagon ‘NHVF 35165 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35166

Details: wagon ‘NHVF 35166 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35167

Details: wagon ‘NHVF 35167 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35168

Details: wagon ‘NHVF 35168 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35169

Details: wagon ‘NHVF 35169 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35170

Details: wagon ‘NHVF 35170 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35171

Details: wagon ‘NHVF 35171 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35172

Details: wagon ‘NHVF 35172 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

9098



2.438. Wagon classification starting with ‘NHV’

Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35173

Details: wagon ‘NHVF 35173 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35174

Details: wagon ‘NHVF 35174 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35175

Details: wagon ‘NHVF 35175 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35176

Details: wagon ‘NHVF 35176 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35177

Details: wagon ‘NHVF 35177 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35178

Details: wagon ‘NHVF 35178 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35179

Details: wagon ‘NHVF 35179 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35180

Details: wagon ‘NHVF 35180 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35181

Details: wagon ‘NHVF 35181 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35182

Details: wagon ‘NHVF 35182 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35183

Details: wagon ‘NHVF 35183 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35184

Details: wagon ‘NHVF 35184 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35185

Details: wagon ‘NHVF 35185 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35186

Details: wagon ‘NHVF 35186 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35187

Details: wagon ‘NHVF 35187 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35188

Details: wagon ‘NHVF 35188 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35189

Details: wagon ‘NHVF 35189 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35190

Details: wagon ‘NHVF 35190 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35191

Details: wagon ‘NHVF 35191 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35192

Details: wagon ‘NHVF 35192 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35193

Details: wagon ‘NHVF 35193 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35194

Details: wagon ‘NHVF 35194 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35196

Details: wagon ‘NHVF 35196 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35197

Details: wagon ‘NHVF 35197 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35198

Details: wagon ‘NHVF 35198 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35199

Details: wagon ‘NHVF 35199 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35200

Details: wagon ‘NHVF 35200 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35201

Details: wagon ‘NHVF 35201 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

9110



2.438. Wagon classification starting with ‘NHV’

NHVF 35202

Details: wagon ‘NHVF 35202 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35203

Details: wagon ‘NHVF 35203 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35204

Details: wagon ‘NHVF 35204 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35205

Details: wagon ‘NHVF 35205 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35206

Details: wagon ‘NHVF 35206 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35207

Details: wagon ‘NHVF 35207 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35208

Details: wagon ‘NHVF 35208 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35209

Details: wagon ‘NHVF 35209 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35210

Details: wagon ‘NHVF 35210 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35211

Details: wagon ‘NHVF 35211 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.438. Wagon classification starting with ‘NHV’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35212

Details: wagon ‘NHVF 35212 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35213

Details: wagon ‘NHVF 35213 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35214

Details: wagon ‘NHVF 35214 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35215

Details: wagon ‘NHVF 35215 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35216

Details: wagon ‘NHVF 35216 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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2.438. Wagon classification starting with ‘NHV’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35217

Details: wagon ‘NHVF 35217 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35218

Details: wagon ‘NHVF 35218 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35219

Details: wagon ‘NHVF 35219 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35220

Details: wagon ‘NHVF 35220 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35221

Details: wagon ‘NHVF 35221 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.438. Wagon classification starting with ‘NHV’

Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35222

Details: wagon ‘NHVF 35222 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35223

Details: wagon ‘NHVF 35223 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35224

Details: wagon ‘NHVF 35224 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35225

Details: wagon ‘NHVF 35225 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35226

Details: wagon ‘NHVF 35226 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35227

Details: wagon ‘NHVF 35227 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35228

Details: wagon ‘NHVF 35228 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35229

Details: wagon ‘NHVF 35229 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35230

Details: wagon ‘NHVF 35230 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35231

Details: wagon ‘NHVF 35231 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35232

Details: wagon ‘NHVF 35232 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35233

Details: wagon ‘NHVF 35233 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35234

Details: wagon ‘NHVF 35234 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35235

Details: wagon ‘NHVF 35235 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35236

Details: wagon ‘NHVF 35236 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35237

Details: wagon ‘NHVF 35237 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35238

Details: wagon ‘NHVF 35238 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35239

Details: wagon ‘NHVF 35239 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35240

Details: wagon ‘NHVF 35240 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne

9126



2.438. Wagon classification starting with ‘NHV’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35241

Details: wagon ‘NHVF 35241 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35242

Details: wagon ‘NHVF 35242 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35243

Details: wagon ‘NHVF 35243 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35244

Details: wagon ‘NHVF 35244 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35245

Details: wagon ‘NHVF 35245 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35246

Details: wagon ‘NHVF 35246 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35247

Details: wagon ‘NHVF 35247 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

9129



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35248

Details: wagon ‘NHVF 35248 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35249

Details: wagon ‘NHVF 35249 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35250

Details: wagon ‘NHVF 35250 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35251

Details: wagon ‘NHVF 35251 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35252

Details: wagon ‘NHVF 35252 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35253

Details: wagon ‘NHVF 35253 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35254

Details: wagon ‘NHVF 35254 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35255

Details: wagon ‘NHVF 35255 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35256

Details: wagon ‘NHVF 35256 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35257

Details: wagon ‘NHVF 35257 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35258

Details: wagon ‘NHVF 35258 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35259

Details: wagon ‘NHVF 35259 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35260

Details: wagon ‘NHVF 35260 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35261

Details: wagon ‘NHVF 35261 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35262

Details: wagon ‘NHVF 35262 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35263

Details: wagon ‘NHVF 35263 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35264

Details: wagon ‘NHVF 35264 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35265

Details: wagon ‘NHVF 35265 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35266

Details: wagon ‘NHVF 35266 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

9137



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NHVF 35267

Details: wagon ‘NHVF 35267 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35268

Details: wagon ‘NHVF 35268 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35269

Details: wagon ‘NHVF 35269 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35270

Details: wagon ‘NHVF 35270 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35271

Details: wagon ‘NHVF 35271 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35272

Details: wagon ‘NHVF 35272 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35273

Details: wagon ‘NHVF 35273 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35274

Details: wagon ‘NHVF 35274 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35275

Details: wagon ‘NHVF 35275 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35276

Details: wagon ‘NHVF 35276 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35277

Details: wagon ‘NHVF 35277 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35278

Details: wagon ‘NHVF 35278 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: SRA OF NSW
Intended Use: COAL
BSG Code: NSHE

Capacity of 60 tonnes
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NHVF 35279

Details: wagon ‘NHVF 35279 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35280

Details: wagon ‘NHVF 35280 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35281

Details: wagon ‘NHVF 35281 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35282

Details: wagon ‘NHVF 35282 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35283

Details: wagon ‘NHVF 35283 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35284

Details: wagon ‘NHVF 35284 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35285

Details: wagon ‘NHVF 35285 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35286

Details: wagon ‘NHVF 35286 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

9145



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35287

Details: wagon ‘NHVF 35287 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35288

Details: wagon ‘NHVF 35288 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35289

Details: wagon ‘NHVF 35289 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35290

Details: wagon ‘NHVF 35290 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHVF 35291

Details: wagon ‘NHVF 35291 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35292

Details: wagon ‘NHVF 35292 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35293

Details: wagon ‘NHVF 35293 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35294

Details: wagon ‘NHVF 35294 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35295

Details: wagon ‘NHVF 35295 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHVF 35296

Details: wagon ‘NHVF 35296 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35297

Details: wagon ‘NHVF 35297 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35298

Details: wagon ‘NHVF 35298 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35299

Details: wagon ‘NHVF 35299 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHVF 35300

Details: wagon ‘NHVF 35300 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.439 Wagon classification starting with ‘NHW’

NHWA 132

13.04.1990 Reclassified from wagon ‘NHWA 132 Y’ to ’ wagon ‘NHWF 132 L’.

NHWA 255

Details: wagon ‘NHWA 255 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWA 658

Details: wagon ‘NHWA 658 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWA 668

Details: wagon ‘NHWA 668 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWA 756

Details: wagon ‘NHWA 756 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWA 948

Details: wagon ‘NHWA 948 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWA 949

Details: wagon ‘NHWA 949 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHWF 949 A
BSG Code: NSHZ

Capacity of 56 tonnes

30.07.1992 Repair ‘VEHICLE RECLASSIFY’.
30.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHWF 949 A’

NHWA 951

Details: wagon ‘NHWA 951 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWA 961

Details: wagon ‘NHWA 961 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWA 963

29.02.1992 Reclassified from wagon ‘NHWA 963 L’ to ’ wagon ‘NHWF 963 X’.

NHWA 965

Details: wagon ‘NHWA 965 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 27

Details: wagon ‘NHWF 27 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 132

Details: wagon ‘NHWF 132 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: BALLAST
Remarks: EX NHWA 132 Y
BSG Code: NSHB

Capacity of 56 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHWA 132 Y’
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NHWF 138

Details: wagon ‘NHWF 138 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 147

Details: wagon ‘NHWF 147 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 164

Details: wagon ‘NHWF 164 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 168

Details: wagon ‘NHWF 168 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 169

Details: wagon ‘NHWF 169 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 174

Details: wagon ‘NHWF 174 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 180

Details: wagon ‘NHWF 180 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 193

Details: wagon ‘NHWF 193 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 196

Details: wagon ‘NHWF 196 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 213

Details: wagon ‘NHWF 213 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 216

Details: wagon ‘NHWF 216 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 226

Details: wagon ‘NHWF 226 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 237

Details: wagon ‘NHWF 237 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 271

Details: wagon ‘NHWF 271 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 281

Details: wagon ‘NHWF 281 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 288

Details: wagon ‘NHWF 288 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 304

Details: wagon ‘NHWF 304 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 305

Details: wagon ‘NHWF 305 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 316

Details: wagon ‘NHWF 316 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 319

Details: wagon ‘NHWF 319 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

9164



2.439. Wagon classification starting with ‘NHW’

Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 321

Details: wagon ‘NHWF 321 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 325

Details: wagon ‘NHWF 325 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 327

Details: wagon ‘NHWF 327 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 329

Details: wagon ‘NHWF 329 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 336

Details: wagon ‘NHWF 336 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 338

Details: wagon ‘NHWF 338 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 340

Details: wagon ‘NHWF 340 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 55 tonnes

NHWF 342

Details: wagon ‘NHWF 342 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 343

Details: wagon ‘NHWF 343 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 347

Details: wagon ‘NHWF 347 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 348

Details: wagon ‘NHWF 348 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 349

Details: wagon ‘NHWF 349 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 351

Details: wagon ‘NHWF 351 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 353

Details: wagon ‘NHWF 353 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 360

Details: wagon ‘NHWF 360 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 361

Details: wagon ‘NHWF 361 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 362

Details: wagon ‘NHWF 362 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 365

Details: wagon ‘NHWF 365 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 371

Details: wagon ‘NHWF 371 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 373

Details: wagon ‘NHWF 373 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 375

Details: wagon ‘NHWF 375 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 377

Details: wagon ‘NHWF 377 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 384

Details: wagon ‘NHWF 384 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 385

Details: wagon ‘NHWF 385 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 387

Details: wagon ‘NHWF 387 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 392

Details: wagon ‘NHWF 392 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 393

Details: wagon ‘NHWF 393 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 394

Details: wagon ‘NHWF 394 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 396

Details: wagon ‘NHWF 396 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 397

Details: wagon ‘NHWF 397 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 398

Details: wagon ‘NHWF 398 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 402

Details: wagon ‘NHWF 402 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 403

Details: wagon ‘NHWF 403 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 409

Details: wagon ‘NHWF 409 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 422

Details: wagon ‘NHWF 422 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 423

Details: wagon ‘NHWF 423 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 425

Details: wagon ‘NHWF 425 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 431

Details: wagon ‘NHWF 431 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 436

Details: wagon ‘NHWF 436 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 440

Details: wagon ‘NHWF 440 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 452

Details: wagon ‘NHWF 452 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 465

Details: wagon ‘NHWF 465 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 469

Details: wagon ‘NHWF 469 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 471

Details: wagon ‘NHWF 471 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 476

Details: wagon ‘NHWF 476 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 488

Details: wagon ‘NHWF 488 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 489

Details: wagon ‘NHWF 489 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 515

Details: wagon ‘NHWF 515 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne

9184



2.439. Wagon classification starting with ‘NHW’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 517

Details: wagon ‘NHWF 517 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 522

Details: wagon ‘NHWF 522 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 525

Details: wagon ‘NHWF 525 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 526

Details: wagon ‘NHWF 526 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 529

Details: wagon ‘NHWF 529 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 539

Details: wagon ‘NHWF 539 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 542

Details: wagon ‘NHWF 542 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: BALLAST
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BSG Code: NSHB

Capacity of 55 tonnes

NHWF 572

Details: wagon ‘NHWF 572 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 578

Details: wagon ‘NHWF 578 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 593

Details: wagon ‘NHWF 593 E’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 601

Details: wagon ‘NHWF 601 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 602

Details: wagon ‘NHWF 602 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 625

Details: wagon ‘NHWF 625 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 644

Details: wagon ‘NHWF 644 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 663

Details: wagon ‘NHWF 663 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 679

Details: wagon ‘NHWF 679 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 693

Details: wagon ‘NHWF 693 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 698

Details: wagon ‘NHWF 698 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 699

Details: wagon ‘NHWF 699 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 80 tonnes

9192



2.439. Wagon classification starting with ‘NHW’

NHWF 703

Details: wagon ‘NHWF 703 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 712

Details: wagon ‘NHWF 712 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 716

Details: wagon ‘NHWF 716 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 721

Details: wagon ‘NHWF 721 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 731

Details: wagon ‘NHWF 731 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 739

Details: wagon ‘NHWF 739 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 740

Details: wagon ‘NHWF 740 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 741

Details: wagon ‘NHWF 741 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 742

Details: wagon ‘NHWF 742 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 744

Details: wagon ‘NHWF 744 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 745

Details: wagon ‘NHWF 745 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 746

Details: wagon ‘NHWF 746 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 747

Details: wagon ‘NHWF 747 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 80 tonnes

NHWF 748

Details: wagon ‘NHWF 748 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 749

Details: wagon ‘NHWF 749 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 750

Details: wagon ‘NHWF 750 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 751

Details: wagon ‘NHWF 751 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 752

Details: wagon ‘NHWF 752 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 80 tonnes

NHWF 753

Details: wagon ‘NHWF 753 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 754

Details: wagon ‘NHWF 754 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard

9200



2.439. Wagon classification starting with ‘NHW’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 755

Details: wagon ‘NHWF 755 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 757

Details: wagon ‘NHWF 757 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 758

Details: wagon ‘NHWF 758 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 760

Details: wagon ‘NHWF 760 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 761

Details: wagon ‘NHWF 761 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 763

Details: wagon ‘NHWF 763 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 764

Details: wagon ‘NHWF 764 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 765

Details: wagon ‘NHWF 765 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 80 tonnes

NHWF 766

Details: wagon ‘NHWF 766 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 767

Details: wagon ‘NHWF 767 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m

9204



2.439. Wagon classification starting with ‘NHW’

Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 768

Details: wagon ‘NHWF 768 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 769

Details: wagon ‘NHWF 769 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 770

Details: wagon ‘NHWF 770 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 771

24.06.1993 Reclassified from wagon ‘NHWF 771 H’ to ’ wagon ‘NDRF 771 H’.

NHWF 772

Details: wagon ‘NHWF 772 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 773

Details: wagon ‘NHWF 773 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 774

Details: wagon ‘NHWF 774 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 775

Details: wagon ‘NHWF 775 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 777

Details: wagon ‘NHWF 777 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 779

Details: wagon ‘NHWF 779 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 780

Details: wagon ‘NHWF 780 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 781

Details: wagon ‘NHWF 781 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 782

Details: wagon ‘NHWF 782 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 783

Details: wagon ‘NHWF 783 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 784

Details: wagon ‘NHWF 784 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: BALLAST
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BSG Code: NSHB

Capacity of 55 tonnes

NHWF 785

Details: wagon ‘NHWF 785 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 787

Details: wagon ‘NHWF 787 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 788

Details: wagon ‘NHWF 788 J’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 789

Details: wagon ‘NHWF 789 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 791

Details: wagon ‘NHWF 791 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 80 tonnes

NHWF 793

Details: wagon ‘NHWF 793 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 794

Details: wagon ‘NHWF 794 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 796

Details: wagon ‘NHWF 796 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 797

Details: wagon ‘NHWF 797 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 798

Details: wagon ‘NHWF 798 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 799

Details: wagon ‘NHWF 799 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 800

Details: wagon ‘NHWF 800 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 812

Details: wagon ‘NHWF 812 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 817

Details: wagon ‘NHWF 817 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 820

Details: wagon ‘NHWF 820 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 821

Details: wagon ‘NHWF 821 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 822

Details: wagon ‘NHWF 822 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 829

Details: wagon ‘NHWF 829 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 865

Details: wagon ‘NHWF 865 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 868

Details: wagon ‘NHWF 868 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 872

Details: wagon ‘NHWF 872 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 873

Details: wagon ‘NHWF 873 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne

9219



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 880

Details: wagon ‘NHWF 880 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 904

Details: wagon ‘NHWF 904 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 935

Details: wagon ‘NHWF 935 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 936

Details: wagon ‘NHWF 936 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 938

Details: wagon ‘NHWF 938 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 940

Details: wagon ‘NHWF 940 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 941

Details: wagon ‘NHWF 941 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 945

Details: wagon ‘NHWF 945 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 946

Details: wagon ‘NHWF 946 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 947

Details: wagon ‘NHWF 947 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 948

Details: wagon ‘NHWF 948 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 949

30.07.1992 Reclassified from wagon ‘NHWF 949 A’ to ’ wagon ‘NHWA 949 D’.

NHWF 950

Details: wagon ‘NHWF 950 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

9224



2.439. Wagon classification starting with ‘NHW’

Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 951

Details: wagon ‘NHWF 951 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 952

Details: wagon ‘NHWF 952 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 953

Details: wagon ‘NHWF 953 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 954

Details: wagon ‘NHWF 954 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 955

Details: wagon ‘NHWF 955 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 956

Details: wagon ‘NHWF 956 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 957

Details: wagon ‘NHWF 957 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 958

Details: wagon ‘NHWF 958 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 959

Details: wagon ‘NHWF 959 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 960

Details: wagon ‘NHWF 960 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 961

Details: wagon ‘NHWF 961 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 962

Details: wagon ‘NHWF 962 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 963

Details: wagon ‘NHWF 963 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: BALLAST
Remarks: EX NHWA 963 L
BSG Code: NSHB

Capacity of 60 tonnes

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHWA 963 L’

NHWF 964

Details: wagon ‘NHWF 964 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 966

Details: wagon ‘NHWF 966 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 967

Details: wagon ‘NHWF 967 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 968

Details: wagon ‘NHWF 968 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 970

Details: wagon ‘NHWF 970 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 971

Details: wagon ‘NHWF 971 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 972

Details: wagon ‘NHWF 972 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 75 tonnes

NHWF 973

Details: wagon ‘NHWF 973 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 974

Details: wagon ‘NHWF 974 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 975

Details: wagon ‘NHWF 975 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 996

Details: wagon ‘NHWF 996 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1072

Details: wagon ‘NHWF 1072 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1082

Details: wagon ‘NHWF 1082 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 1087

Details: wagon ‘NHWF 1087 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1090

Details: wagon ‘NHWF 1090 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 80 tonnes

NHWF 1127

Details: wagon ‘NHWF 1127 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
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2.439. Wagon classification starting with ‘NHW’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1162

Details: wagon ‘NHWF 1162 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1163

Details: wagon ‘NHWF 1163 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

9237



2. TIMS GROUP INFORMATION - WAGONS

NHWF 1164

Details: wagon ‘NHWF 1164 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1165

Details: wagon ‘NHWF 1165 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1166

Details: wagon ‘NHWF 1166 X’ in AN ‘Mainland Division’.

Owner: SRA
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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2.439. Wagon classification starting with ‘NHW’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1167

Details: wagon ‘NHWF 1167 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1168

Details: wagon ‘NHWF 1168 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 1169

Details: wagon ‘NHWF 1169 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1170

Details: wagon ‘NHWF 1170 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1171

Details: wagon ‘NHWF 1171 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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2.439. Wagon classification starting with ‘NHW’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1172

Details: wagon ‘NHWF 1172 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1173

Details: wagon ‘NHWF 1173 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 1174

Details: wagon ‘NHWF 1174 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1175

Details: wagon ‘NHWF 1175 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1176

Details: wagon ‘NHWF 1176 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1177

Details: wagon ‘NHWF 1177 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1178

Details: wagon ‘NHWF 1178 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1179

Details: wagon ‘NHWF 1179 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1180

Details: wagon ‘NHWF 1180 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 1181

Details: wagon ‘NHWF 1181 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BALLAST
BSG Code: NSHB

Capacity of 50 tonnes

NHWF 1182

Details: wagon ‘NHWF 1182 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1183

Details: wagon ‘NHWF 1183 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1184

Details: wagon ‘NHWF 1184 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1185

Details: wagon ‘NHWF 1185 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 1186

Details: wagon ‘NHWF 1186 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1187

Details: wagon ‘NHWF 1187 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1188

Details: wagon ‘NHWF 1188 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1189

Details: wagon ‘NHWF 1189 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1190

Details: wagon ‘NHWF 1190 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 1191

Details: wagon ‘NHWF 1191 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1192

Details: wagon ‘NHWF 1192 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1193

Details: wagon ‘NHWF 1193 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1195

Details: wagon ‘NHWF 1195 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1196

Details: wagon ‘NHWF 1196 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1197

Details: wagon ‘NHWF 1197 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1198

Details: wagon ‘NHWF 1198 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 1199

Details: wagon ‘NHWF 1199 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1200

Details: wagon ‘NHWF 1200 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1201

Details: wagon ‘NHWF 1201 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1202

Details: wagon ‘NHWF 1202 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1203

Details: wagon ‘NHWF 1203 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHWF 1204

Details: wagon ‘NHWF 1204 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1205

Details: wagon ‘NHWF 1205 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1206

Details: wagon ‘NHWF 1206 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1207

Details: wagon ‘NHWF 1207 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1208

Details: wagon ‘NHWF 1208 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1209

Details: wagon ‘NHWF 1209 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1210

Details: wagon ‘NHWF 1210 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHWF 1211

Details: wagon ‘NHWF 1211 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1212

Details: wagon ‘NHWF 1212 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1213

Details: wagon ‘NHWF 1213 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne

9257



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1214

Details: wagon ‘NHWF 1214 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1215

Details: wagon ‘NHWF 1215 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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2.439. Wagon classification starting with ‘NHW’

Capacity of 56 tonnes

NHWF 1216

Details: wagon ‘NHWF 1216 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1217

Details: wagon ‘NHWF 1217 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1218

Details: wagon ‘NHWF 1218 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1219

Details: wagon ‘NHWF 1219 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHWF 1220

Details: wagon ‘NHWF 1220 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 19.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.440. Wagon classification starting with ‘NHZ’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.440 Wagon classification starting with ‘NHZ’

NHZF 33001

Details: wagon ‘NHZF 33001 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33001 H’

NHZF 33003

Details: wagon ‘NHZF 33003 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33004

Details: wagon ‘NHZF 33004 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33005

Details: wagon ‘NHZF 33005 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33006

Details: wagon ‘NHZF 33006 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33007

Details: wagon ‘NHZF 33007 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33009

Details: wagon ‘NHZF 33009 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHZF 33012

Details: wagon ‘NHZF 33012 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33012 B’

NHZF 33013

Details: wagon ‘NHZF 33013 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33015

Details: wagon ‘NHZF 33015 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33019

Details: wagon ‘NHZF 33019 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33020

Details: wagon ‘NHZF 33020 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33021

Details: wagon ‘NHZF 33021 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33023

10.06.1993 Reclassified from wagon ‘NHZF 33023 B’ to ’ wagon ‘NHNF 33023 L’.

NHZF 33025

Details: wagon ‘NHZF 33025 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33026

Details: wagon ‘NHZF 33026 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33027

Details: wagon ‘NHZF 33027 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33030

Details: wagon ‘NHZF 33030 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33033

Details: wagon ‘NHZF 33033 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33035

Details: wagon ‘NHZF 33035 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33042

Details: wagon ‘NHZF 33042 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHAF33042C/NPGF33042N
BSG Code: NSHZ

Capacity of 58 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPGF 33042 N’

NHZF 33043

Details: wagon ‘NHZF 33043 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHAF33043L/NPGF33043W
BSG Code: NSHZ

Capacity of 58 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPGF 33043 W’

NHZF 33046

Details: wagon ‘NHZF 33046 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33047

Details: wagon ‘NHZF 33047 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33048

Details: wagon ‘NHZF 33048 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33050

Details: wagon ‘NHZF 33050 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33051

Details: wagon ‘NHZF 33051 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33052

Details: wagon ‘NHZF 33052 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33055

Details: wagon ‘NHZF 33055 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NHZF 33056

Details: wagon ‘NHZF 33056 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33056 A’

NHZF 33058

Details: wagon ‘NHZF 33058 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33061

Details: wagon ‘NHZF 33061 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33063

Details: wagon ‘NHZF 33063 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33066

Details: wagon ‘NHZF 33066 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne

9274



2.440. Wagon classification starting with ‘NHZ’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33071

Details: wagon ‘NHZF 33071 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33074

Details: wagon ‘NHZF 33074 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHAF 33074 V
BSG Code: NSHZ
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Capacity of 56 tonnes

09.12.1992 Repair ‘VEHICLE RECLASSIFY’.
09.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33074 V’

NHZF 33075

Details: wagon ‘NHZF 33075 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33077

Details: wagon ‘NHZF 33077 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33084

Details: wagon ‘NHZF 33084 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33085

Details: wagon ‘NHZF 33085 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33088

Details: wagon ‘NHZF 33088 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33090

Details: wagon ‘NHZF 33090 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33090 B’

NHZF 33092

Details: wagon ‘NHZF 33092 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33096

Details: wagon ‘NHZF 33096 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33097

Details: wagon ‘NHZF 33097 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33098

Details: wagon ‘NHZF 33098 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33100

Details: wagon ‘NHZF 33100 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33101

Details: wagon ‘NHZF 33101 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHAF33101Y/NPGF33101C
BSG Code: NSHZ

Capacity of 58 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPGF 33101 C’

NHZF 33105

Details: wagon ‘NHZF 33105 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33105 E’

NHZF 33106

Details: wagon ‘NHZF 33106 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33106 N’

NHZF 33107

Details: wagon ‘NHZF 33107 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33113

Details: wagon ‘NHZF 33113 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33115

Details: wagon ‘NHZF 33115 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33116

Details: wagon ‘NHZF 33116 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33119

Details: wagon ‘NHZF 33119 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33120

Details: wagon ‘NHZF 33120 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33124

Details: wagon ‘NHZF 33124 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne

9284



2.440. Wagon classification starting with ‘NHZ’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHAF33124L/NPGF33124W
BSG Code: NSHZ

Capacity of 58 tonnes

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPGF 33124 W’

NHZF 33125

Details: wagon ‘NHZF 33125 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33126

Details: wagon ‘NHZF 33126 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33126 G’

NHZF 33131

Details: wagon ‘NHZF 33131 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33132

Details: wagon ‘NHZF 33132 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33133

Details: wagon ‘NHZF 33133 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33136

Details: wagon ‘NHZF 33136 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHAF
BSG Code: NSHZ

Capacity of 56 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33136 Y’

NHZF 33137

Details: wagon ‘NHZF 33137 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33141

Details: wagon ‘NHZF 33141 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33146

Details: wagon ‘NHZF 33146 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33147

Details: wagon ‘NHZF 33147 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33148

Details: wagon ‘NHZF 33148 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NHZF 33149

Details: wagon ‘NHZF 33149 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33193

Details: wagon ‘NHZF 33193 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NHZF 33241

Details: wagon ‘NHZF 33241 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.441 Wagon classification starting with ‘NIA’

NIA 36

Details: wagon ‘NIA 36 V’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 18.3m
Tare Weight: 31.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $19970
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: NN 428
Date Built: 01.01.1929
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 30.06.95;SOLD PRRPS 27.06.95
BSG Code: SMZZ

Capacity of 10 sleeping

Fleet Grp Code: AH
Return to Service Date: 30.06.1995

27.06.1995 Repair ‘VEHICLE SOLD’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

2.442 Wagon classification starting with ‘NKC’

NKCF 33443

25.03.1990 Repair ‘VEHICLE RECLASSIFY’.
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25.03.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NOBX 33443 N’

06.09.1994 Reclassified from wagon ‘NKCF 33443 F’ to ’ wagon ‘RKCF 33443 J’.

NKCF 33456

04.05.1994 Reclassified from wagon ‘NKCF 33456 R’ to ’ wagon ‘RKCF 33456 V’.

NKCF 33596

24.03.1990 Repair ‘VEHICLE RECLASSIFY’.
24.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33596 S’
05.06.1991 Repair ‘BOGIE COMPLETE’.
22.05.1994 Reclassified from wagon ‘NKCF 33596 K’ to ’ wagon ‘RKCF 33596 Y’.

NKCF 33598

25.03.1990 Repair ‘VEHICLE RECLASSIFY’.
25.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33598 N’
20.11.1990 Repair ‘BOGIE BEARINGS’.
12.05.1994 Reclassified from wagon ‘NKCF 33598 F’ to ’ wagon ‘RKCF 33598 J’.

NKCF 33679

19.03.1990 Repair ‘VEHICLE RECLASSIFY’.
19.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33679 N’
12.02.1995 Reclassified from wagon ‘NKCF 33679 F’ to ’ wagon ‘RKCF 33679 J’.

2.443 Wagon classification starting with ‘NKD’

NKDX 60087

11.05.1991 Repair ‘VEHICLE RECLASSIFY’.
11.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60087 Y’
16.08.1993 Repair ‘HANDRAILS’.
04.11.1994 Reclassified from wagon ‘NKDX 60087 C’ to ’ wagon ‘RKXX 60087 U’.

NKDX 60094

10.07.1993 Repair ‘VEHICLE RECLASSIFY’.
10.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60094 S’
25.10.1994 Reclassified from wagon ‘NKDX 60094 G’ to ’ wagon ‘RKXX 60094 B’.
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NKDX 60107

05.10.1991 Repair ‘VEHICLE RECLASSIFY’.
05.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60107 D’
17.12.1991 Reclassified from wagon ‘NKDX 60107 Y’ to ’ wagon ‘NQDX 60107 D’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60107 D’
12.07.1994 Reclassified from wagon ‘NKDX 60107 Y’ to ’ wagon ‘RKXX 60107 J’.

NKDX 60116

05.05.1991 Repair ‘VEHICLE RECLASSIFY’.
05.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60116 C’
22.07.1994 Reclassified from wagon ‘NKDX 60116 N’ to ’ wagon ‘RKXX 60116 X’.

NKDX 60119

Details: wagon ‘NKDX 60119 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60119; EX RKXX 60119M
BSG Code: NXKI

Capacity of 76 tonnes

08.09.1990 Repair ‘VEHICLE RECLASSIFY’.
08.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60119 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60119 M’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60119 M’
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NKDX 60121

14.10.1990 Repair ‘VEHICLE RECLASSIFY’.
14.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60121 P’
02.09.1991 Repair ‘AXLEBOX’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1994 Reclassified from wagon ‘NKDX 60121 W’ to ’ wagon ‘RKXX 60121 R’.

NKDX 60122

Details: wagon ‘NKDX 60122 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX/NKDX60122X; EX RKXX 60122D
BSG Code: NXKI

Capacity of 49 tonnes

11.12.1991 Repair ‘VEHICLE RECLASSIFY’.
11.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60122 U’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BRAKE CONTROL PIPE’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60122 D’
07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKXX 60122 D’
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23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60122 D’

NKDX 60126

Details: wagon ‘NKDX 60126 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60126 V; EX RKXX 60126Q
BSG Code: NXKI

Capacity of 49 tonnes

25.02.1992 Repair ‘VEHICLE RECLASSIFY’.
25.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60126 K’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘HANDRAILS END’.
26.07.1993 Repair ‘STEP’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60126 Q’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60126 Q’

NKDX 60128

02.05.1992 Repair ‘VEHICLE RECLASSIFY’.
02.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60128 F’
23.12.1994 Reclassified from wagon ‘NKDX 60128 Q’ to ’ wagon ‘RKXX 60128 L’.
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NKDX 60130

15.02.1992 Repair ‘VEHICLE RECLASSIFY’.
15.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60130 K’
17.01.1994 Repair ‘BOGIE COMPLETE’.
24.05.1994 Reclassified from wagon ‘NKDX 60130 V’ to ’ wagon ‘RKXX 60130 Q’.

NKDX 60132

11.05.1991 Repair ‘VEHICLE RECLASSIFY’.
11.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60132 F’
22.07.1994 Reclassified from wagon ‘NKDX 60132 Q’ to ’ wagon ‘RKXX 60132 L’.

NKDX 60134

Details: wagon ‘NKDX 60134 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX 60134A
BSG Code: NXKI

Capacity of 49 tonnes

28.09.1991 Repair ‘VEHICLE RECLASSIFY’.
28.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60134 A’

NKDX 60140

Details: wagon ‘NKDX 60140 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60140 G; EX RKXX 60140B
BSG Code: NXKI

Capacity of 49 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60140 S’
22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60140 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60140 B’

NKDX 60142

02.06.1995 Reclassified from wagon ‘NKDX 60142 B’ to ’ wagon ‘RKXF 60142 Q’.

NKDX 60143

17.11.1991 Repair ‘VEHICLE RECLASSIFY’.
17.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60143 W’
05.10.1993 Repair ‘VEHICLE COMPLETE’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘STRIKING CASTING’.
11.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.
11.10.1993 Repair ‘WEAR PLATES & SADDLES’.
04.05.1994 Reclassified from wagon ‘NKDX 60143 K’ to ’ wagon ‘RKXX 60143 F’.

NKDX 60144

Details: wagon ‘NKDX 60144 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60144X/NKDX60144T; EX RKXX 60144Y
BSG Code: NXKI

Capacity of 50 tonnes

04.05.1991 Repair ‘VEHICLE RECLASSIFY’.
04.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60144 X’
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60144 Y’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKXX 60144 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60144 Y’

NKDX 60145

Details: wagon ‘NKDX 60145 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60145 F; EX RKXX 60145A
BSG Code: NXKI

Capacity of 50 tonnes

08.04.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.
30.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60145 A’
23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
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23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RKXX 60145 A’

NKDX 60152

25.02.1992 Repair ‘VEHICLE RECLASSIFY’.
25.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60152 V’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘BRANCH PIPE’.
28.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1992 Repair ‘TRAIN PIPE (END)’.
28.08.1992 Repair ‘TRAIN PIPE’.
28.08.1992 Repair ‘VEHICLE COMPLETE’.

NKDX 60155

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60155 C’
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

NKDX 60158

Details: wagon ‘NKDX 60158 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60158; EX RKXX 60158M
BSG Code: NXKI

Capacity of 49 tonnes

10.08.1991 Repair ‘VEHICLE RECLASSIFY’.
10.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60158 G’
02.07.1994 Repair ‘VEHICLE RECLASSIFY’.
02.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60158 M’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.
RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.

23.08.1996 Repair ‘VEHICLE RECLASSIFY’.
23.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60158 M’

NKDX 60181

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60181 N’
25.05.1994 Reclassified from wagon ‘NKDX 60181 B’ to ’ wagon ‘RKXX 60181 T’.

NKDX 60190

17.01.1992 Repair ‘VEHICLE RECLASSIFY’.
17.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60190 M’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BRANCH PIPE’.
26.02.1992 Repair ‘WEAR PLATES & SADDLES’.
25.05.1994 Reclassified from wagon ‘NKDX 60190 A’ to ’ wagon ‘RKXX 60190 S’.

NKDX 60193

31.01.1992 Repair ‘VEHICLE RECLASSIFY’.
31.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60193 Q’
22.05.1994 Reclassified from wagon ‘NKDX 60193 E’ to ’ wagon ‘RKXX 60193 W’.

NKDX 60205

30.05.1992 Repair ‘VEHICLE RECLASSIFY’.
30.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60205 P’
27.11.1992 Reclassified from wagon ‘NKDX 60205 D’ to ’ wagon ‘NQDX 60205 P’.
26.03.1993 Repair ‘VEHICLE RECLASSIFY’.
26.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60205 P’
24.10.1994 Repair ‘VEHICLE COMPLETE’.

NKDX 60213

05.10.1991 Repair ‘VEHICLE RECLASSIFY’.
05.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60213 F’
12.07.1994 Reclassified from wagon ‘NKDX 60213 Q’ to ’ wagon ‘RKXX 60213 L’.
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NKDX 60217

Details: wagon ‘NKDX 60217 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60217 G
BSG Code: NXFI

Capacity of 49 tonnes

15.05.1992 Repair ‘VEHICLE RECLASSIFY’.
15.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60217 S’
22.01.1993 Repair ‘VEHICLE RECLASSIFY’.
22.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60217 S’
19.02.1993 Reclassified from wagon ‘NKDX 60217 G’ to ’ wagon ‘NQDX 60217 S’.
18.12.1995 Repair ‘VEHICLE RECLASSIFY’.
18.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60217 B’
11.10.1996 Repair ‘VEHICLE RECLASSIFY’.
11.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60217 B’

NKDX 60223

20.04.1991 Repair ‘VEHICLE RECLASSIFY’.
20.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60223 N’
01.11.1993 Repair ‘HANDRAILS’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘WHEEL SET’.
03.06.1994 Reclassified from wagon ‘NKDX 60223 B’ to ’ wagon ‘RKXX 60223 T’.

NKDY 20211

31.12.1991 Repair ‘VEHICLE RECLASSIFY’.
31.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20211 N’
29.03.1993 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20211 F’ to ’ wagon ‘RKDY 20211 J’.
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NKDY 20215

12.03.1992 Repair ‘VEHICLE RECLASSIFY’.
12.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20215 D’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRAKE PULL ROD’.
21.08.1992 Repair ‘TRAIN PIPE’.
04.11.1993 Reclassified from wagon ‘NKDY 20215 S’ to ’ wagon ‘RKDY 20215 W’.

NKDY 20220

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20220 M’
12.08.1993 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20220 E’ to ’ wagon ‘RKDY 20220 X’.

NKDY 20222

12.07.1990 Repair ‘VEHICLE RECLASSIFY’.
12.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20222 H’
06.11.1991 Reclassified from wagon ‘NKDY 20222 W’ to ’ wagon ‘NCOF 20222 J’.

NKDY 20227

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20227 G’
27.07.1991 Reclassified from wagon ‘NKDY 20227 V’ to ’ wagon ‘NKHY 20227 K’.

NKDY 20231

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20231 G’
02.12.1993 Reclassified from wagon ‘NKDY 20231 V’ to ’ wagon ‘RKDY 20231 C’.

NKDY 20244

17.11.1992 Repair ‘VEHICLE RECLASSIFY’.
17.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20244 S’
14.05.1993 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20244 K’ to ’ wagon ‘RKDY 20244 Y’.

NKDY 20248

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
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06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20248 X’

04.11.1993 Reclassified from wagon ‘NKDY 20248 A’ to ’ wagon ‘RKDY 20248 E’.

NKDY 20266

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20266 G’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20266 V’ to ’ wagon ‘RKDY 20266 C’.

NKDY 20270

09.01.1993 Repair ‘HANDBRAKE HANDLE’.
09.01.1993 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20270 V’ to ’ wagon ‘RKDY 20270 C’.

NKDY 20274

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20274 T’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARINGS’.
23.11.1993 Reclassified from wagon ‘NKDY 20274 L’ to ’ wagon ‘RKDY 20274 P’.

NKDY 20282

24.03.1992 Repair ‘VEHICLE RECLASSIFY’.
24.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20282 J’
04.11.1993 Reclassified from wagon ‘NKDY 20282 B’ to ’ wagon ‘RKDY 20282 F’.

NKDY 20286

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20286 W’
16.08.1992 Repair ‘SIDE STEP’.
27.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1993 Repair ‘DOOR COMPLETE’.
04.11.1993 Reclassified from wagon ‘NKDY 20286 Y’ to ’ wagon ‘RKDY 20286 S’.

NKDY 20293

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
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30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20293 D’

25.09.1990 Reclassified from wagon ‘NKDY 20293 S’ to ’ wagon ‘NKHY 20293 H’.

NKDY 20302

30.03.1992 Repair ‘VEHICLE RECLASSIFY’.
30.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20302 V’
27.02.1993 Repair ‘SIDE STEP’.
12.05.1994 Reclassified from wagon ‘NKDY 20302 N’ to ’ wagon ‘RKDY 20302 R’.

NKDY 20310

07.12.1991 Repair ‘VEHICLE RECLASSIFY’.
07.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20310 L’
15.05.1993 Repair ‘SIDE STEP’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.10.1993 Repair ‘HOSE FITTINGS’.
21.10.1993 Repair ‘TRAIN PIPE’.
04.11.1993 Reclassified from wagon ‘NKDY 20310 D’ to ’ wagon ‘RKDY 20310 H’.

NKDY 20311

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20311 U’
04.11.1993 Reclassified from wagon ‘NKDY 20311 M’ to ’ wagon ‘RKDY 20311 Q’.

NKDY 20317

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20317 F’
07.09.1993 Repair ‘STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20317 U’ to ’ wagon ‘RKDY 20317 B’.

NKDY 20318

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20318 S’

NKDY 20325

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
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10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20325 S’

01.09.1993 Repair ‘DOOR COMPLETE’.
14.11.1993 Reclassified from wagon ‘NKDY 20325 K’ to ’ wagon ‘RKDY 20325 Y’.

NKDY 20326

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20326 E’
04.11.1993 Reclassified from wagon ‘NKDY 20326 T’ to ’ wagon ‘RKDY 20326 A’.

NKDY 20327

07.03.1992 Repair ‘VEHICLE RECLASSIFY’.
07.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20327 N’
16.04.1992 Reclassified from wagon ‘NKDY 20327 F’ to ’ wagon ‘NODY 20327 N’.
08.10.1992 Repair ‘VEHICLE RECLASSIFY’.
08.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20327 N’
04.11.1993 Reclassified from wagon ‘NKDY 20327 F’ to ’ wagon ‘RKDY 20327 J’.

NKDY 20339

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20339 Q’
11.12.1992 Repair ‘WHEEL SET’.
04.11.1993 Reclassified from wagon ‘NKDY 20339 X’ to ’ wagon ‘RKDY 20339 M’.

NKDY 20352

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20352 P’
26.04.1992 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NKDY 20352 H’ to ’ wagon ‘RKDY 20352 L’.

NKDY 20356

10.02.1992 Repair ‘VEHICLE RECLASSIFY’.
10.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20356 F’
04.11.1993 Reclassified from wagon ‘NKDY 20356 U’ to ’ wagon ‘RKDY 20356 B’.

NKDY 20363

04.12.1991 Repair ‘VEHICLE RECLASSIFY’.
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04.12.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20363 J’

04.11.1993 Reclassified from wagon ‘NKDY 20363 B’ to ’ wagon ‘RKDY 20363 F’.

NKDY 20364

07.12.1991 Repair ‘VEHICLE RECLASSIFY’.
07.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20364 S’
04.11.1993 Reclassified from wagon ‘NKDY 20364 K’ to ’ wagon ‘RKDY 20364 Y’.

NKDY 20367

07.12.1991 Repair ‘VEHICLE RECLASSIFY’.
07.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20367 W’
04.11.1993 Reclassified from wagon ‘NKDY 20367 Y’ to ’ wagon ‘RKDY 20367 S’.

NKDY 20378

20.02.1992 Repair ‘VEHICLE RECLASSIFY’.
20.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20378 Q’
04.11.1993 Reclassified from wagon ‘NKDY 20378 X’ to ’ wagon ‘RKDY 20378 M’.

NKDY 20381

07.03.1992 Repair ‘VEHICLE RECLASSIFY’.
07.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20381 H’
16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘WHEEL SET’.
17.11.1993 Reclassified from wagon ‘NKDY 20381 W’ to ’ wagon ‘RKDY 20381 D’.

NKDY 20387

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20387 Y’

NKDY 20391

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20391 P’
04.11.1993 Reclassified from wagon ‘NKDY 20391 H’ to ’ wagon ‘RKDY 20391 L’.

NKDY 20398

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
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06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NODY 20398 J’

21.02.1994 Reclassified from wagon ‘NKDY 20398 B’ to ’ wagon ‘RKDY 20398 F’.

NKDY 20400

07.03.1990 Repair ‘VEHICLE RECLASSIFY’.
07.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20400 K’
26.03.1990 Repair ‘DOOR COMPLETE’.
04.11.1993 Reclassified from wagon ‘NKDY 20400 C’ to ’ wagon ‘RKDY 20400 G’.

NKDY 20411

14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20411 E’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘TRAIN PIPE’.
04.11.1993 Reclassified from wagon ‘NKDY 20411 T’ to ’ wagon ‘RKDY 20411 A’.

NKDY 20420

30.03.1992 Repair ‘VEHICLE RECLASSIFY’.
30.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20420 D’
04.11.1993 Reclassified from wagon ‘NKDY 20420 S’ to ’ wagon ‘RKDY 20420 W’.

NKDY 20435

05.03.1992 Repair ‘VEHICLE RECLASSIFY’.
05.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20435 K’
19.11.1993 Reclassified from wagon ‘NKDY 20435 C’ to ’ wagon ‘RKDY 20435 G’.

NKDY 20464

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20464 C’
29.04.1994 Reclassified from wagon ‘NKDY 20464 R’ to ’ wagon ‘RKHY 20464 K’.

NKDY 20465

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20465 L’
04.11.1993 Reclassified from wagon ‘NKDY 20465 D’ to ’ wagon ‘RKDY 20465 H’.
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NKDY 20472

23.06.1990 Repair ‘VEHICLE RECLASSIFY’.
23.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20472 P’
27.03.1991 Repair ‘HANDRAILS’.
27.03.1991 Repair ‘SIDE STEP’.
04.11.1992 Repair ‘HANDRAILS END’.
09.06.1994 Reclassified from wagon ‘NKDY 20472 H’ to ’ wagon ‘RKDY 20472 L’.

NKDY 20476

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20476 F’
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘SIDE STEP’.
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘BOGIE BEARINGS’.
15.05.1993 Repair ‘BOGIE COMPLETE’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
04.11.1993 Reclassified from wagon ‘NKDY 20476 U’ to ’ wagon ‘RKDY 20476 B’.

NKDY 20501

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20501 D’
04.11.1993 Reclassified from wagon ‘NKDY 20501 S’ to ’ wagon ‘RKDY 20501 W’.

NKDY 20505

23.03.1992 Repair ‘VEHICLE RECLASSIFY’.
23.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20505 Q’
20.04.1992 Repair ‘SIDE STEP’.
28.01.1993 Repair ‘SIDE STEP’.
26.11.1993 Reclassified from wagon ‘NKDY 20505 X’ to ’ wagon ‘RKDY 20505 M’.

NKDY 20508

08.04.1992 Repair ‘VEHICLE RECLASSIFY’.
08.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20508 U’
19.11.1993 Reclassified from wagon ‘NKDY 20508 M’ to ’ wagon ‘RKDY 20508 Q’.

NKDY 20510

02.03.1992 Repair ‘VEHICLE RECLASSIFY’.
02.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20510 C’
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14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘SIDE STEP’.
01.09.1993 Repair ‘DOOR COMPLETE’.
04.11.1993 Reclassified from wagon ‘NKDY 20510 R’ to ’ wagon ‘RKDY 20510 V’.

NKDY 20511

07.12.1991 Repair ‘VEHICLE RECLASSIFY’.
07.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20511 L’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘WEAR PLATES & SADDLES’.

NKDY 20517

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20517 T’
20.12.1993 Repair ‘HANDRAILS’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘COUPLER KNUCKLE’.
10.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.04.1994 Reclassified from wagon ‘NKDY 20517 L’ to ’ wagon ‘RKDY 20517 P’.

NKDY 20527

02.04.1992 Repair ‘VEHICLE RECLASSIFY’.
02.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20527 E’
25.02.1994 Reclassified from wagon ‘NKDY 20527 T’ to ’ wagon ‘RKDY 20527 A’.

NKDY 20532

24.11.1993 Reclassified from wagon ‘NKDY 20532 F’ to ’ wagon ‘NODY 20532 N’.

NKDY 20563

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20563 A’
19.11.1993 Reclassified from wagon ‘NKDY 20563 P’ to ’ wagon ‘RKDY 20563 T’.

NKDY 20566

26.03.1992 Repair ‘VEHICLE RECLASSIFY’.
26.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20566 E’
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04.11.1993 Reclassified from wagon ‘NKDY 20566 T’ to ’ wagon ‘RKDY 20566 A’.

NKDY 20578

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20578 H’
04.11.1993 Reclassified from wagon ‘NKDY 20578 W’ to ’ wagon ‘RKDY 20578 D’.

NKDY 20580

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20580 M’
14.03.1994 Reclassified from wagon ‘NKDY 20580 E’ to ’ wagon ‘RKDY 20580 X’.

NKDY 20602

06.12.1991 Repair ‘VEHICLE RECLASSIFY’.
06.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20602 T’
24.08.1992 Repair ‘HANDRAILS’.
23.11.1993 Reclassified from wagon ‘NKDY 20602 L’ to ’ wagon ‘RKDY 20602 P’.

NKDY 20609

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20609 N’
04.11.1993 Reclassified from wagon ‘NKDY 20609 F’ to ’ wagon ‘RKDY 20609 J’.

NKDY 20802

10.01.1993 Repair ‘VEHICLE RECLASSIFY’.
10.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20802 K’
14.11.1993 Reclassified from wagon ‘NKDY 20802 C’ to ’ wagon ‘RKDY 20802 G’.

NKDY 20830

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20830 Q’
23.11.1994 Reclassified from wagon ‘NKDY 20830 X’ to ’ wagon ‘RKHY 20830 B’.

NKDY 20849

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20849 N’
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03.05.1994 Reclassified from wagon ‘NKDY 20849 F’ to ’ wagon ‘RKHY 20849 V’.

NKDY 20865

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20865 Q’
22.05.1994 Reclassified from wagon ‘NKDY 20865 X’ to ’ wagon ‘RKHY 20865 B’.

NKDY 20907

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20907 Q’
29.09.1994 Reclassified from wagon ‘NKDY 20907 X’ to ’ wagon ‘RKHY 20907 B’.

NKDY 20930

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20930 A’
21.09.1991 Reclassified from wagon ‘NKDY 20930 P’ to ’ wagon ‘NCOF 20930 C’.

NKDY 20999

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20999 Y’
25.09.1990 Reclassified from wagon ‘NKDY 20999 G’ to ’ wagon ‘NKHY 20999 S’.

2.444 Wagon classification starting with ‘NKE’

NKEX 60103

Details: wagon ‘NKEX 60103 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQEX 60103 Q
BSG Code: NXFI
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Capacity of 60 tonnes

18.07.1990 Repair ‘VEHICLE RECLASSIFY’.
18.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60103 Q’

NKEX 60137

Details: wagon ‘NKEX 60137 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQEX 60137 H
BSG Code: NXFI

Capacity of 50 tonnes

08.07.1990 Repair ‘VEHICLE RECLASSIFY’.
08.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60137 H’

NKEX 60173

29.08.1990 Repair ‘VEHICLE RECLASSIFY’.
29.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60173 D’
01.08.1995 Reclassified from wagon ‘NKEX 60173 Y’ to ’ wagon ‘RKXF 60173 D’.

NKEX 60175

Details: wagon ‘NKEX 60175 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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2.444. Wagon classification starting with ‘NKE’

Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NXFI

Capacity of 49 tonnes

NKEX 60186

Details: wagon ‘NKEX 60186 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQEX 60186 P
BSG Code: NXFI

Capacity of 53 tonnes

08.06.1991 Repair ‘VEHICLE RECLASSIFY’.
08.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60186 P’

NKEX 60188

11.11.1995 Reclassified from wagon ‘NKEX 60188 V’ to ’ wagon ‘RKEX 60188 C’.

NKEX 60191

Details: wagon ‘NKEX 60191 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: STEEL BULK
Remarks: EX NQEX 60191
BSG Code: NXKI

Capacity of 60 tonnes

30.09.1990 Repair ‘VEHICLE RECLASSIFY’.
30.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60191 B’
04.10.1990 Repair ‘HANDBRAKE HANDLE’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 60191 X’
15.08.1993 Repair ‘VEHICLE RECLASSIFY’.
15.08.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 60191 X’

NKEX 60194

Details: wagon ‘NKEX 60194 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQBX 21799 / NQEX 60194 F
BSG Code: NXFI

Capacity of 53 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60194 F’
30.09.1991 Repair ‘HANDRAILS’.
02.02.1992 Repair ‘BRAKE BLOCK RB95’.
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2.445. Wagon classification starting with ‘NKH’

NKEX 60203

Details: wagon ‘NKEX 60203 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQEX 60203A
BSG Code: NXFQ

Capacity of 53 tonnes

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60203 A’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE CONTROL PIPE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘END HOSE’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.

2.445 Wagon classification starting with ‘NKH’

NKHY 20202

29.09.1994 Reclassified from wagon ‘NKHY 20202 S’ to ’ wagon ‘RKHY 20202 W’.

NKHY 20207

27.08.1994 Reclassified from wagon ‘NKHY 20207 R’ to ’ wagon ‘RKHY 20207 V’.

NKHY 20217

18.07.1989 Repair ‘VEHICLE RECLASSIFY’.
18.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20217 V’
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NKHY 20227

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20227 V’
01.09.1994 Reclassified from wagon ‘NKHY 20227 K’ to ’ wagon ‘RKHY 20227 Y’.

NKHY 20232

27.08.1994 Reclassified from wagon ‘NKHY 20232 T’ to ’ wagon ‘RKHY 20232 A’.

NKHY 20250

25.10.1995 Reclassified from wagon ‘NKHY 20250 R’ to ’ wagon ‘RKHF 20250 Y’.

NKHY 20252

18.05.1994 Reclassified from wagon ‘NKHY 20252 M’ to ’ wagon ‘RKHY 20252 Q’.

NKHY 20257

26.07.1994 Reclassified from wagon ‘NKHY 20257 L’ to ’ wagon ‘RKHY 20257 P’.

NKHY 20263

09.09.1994 Reclassified from wagon ‘NKHY 20263 G’ to ’ wagon ‘RKHY 20263 K’.

NKHY 20268

04.05.1994 Reclassified from wagon ‘NKHY 20268 F’ to ’ wagon ‘RKHY 20268 J’.

NKHY 20275

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20275 F’

NKHY 20277

29.04.1994 Reclassified from wagon ‘NKHY 20277 E’ to ’ wagon ‘RKHY 20277 X’.

NKHY 20279

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20279 S’
12.09.1994 Reclassified from wagon ‘NKHY 20279 W’ to ’ wagon ‘RKHY 20279 D’.
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2.445. Wagon classification starting with ‘NKH’

NKHY 20293

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20293 S’

NKHY 20301

09.06.1994 Reclassified from wagon ‘NKHY 20301 Q’ to ’ wagon ‘RKHY 20301 U’.

NKHY 20318

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20318 Y’
14.04.1992 Reclassified from wagon ‘NKHY 20318 S’ to ’ wagon ‘NKDY 20318 G’.

NKHY 20323

28.10.1994 Reclassified from wagon ‘NKHY 20323 E’ to ’ wagon ‘RKHY 20323 X’.

NKHY 20331

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20331 N’
09.09.1994 Reclassified from wagon ‘NKHY 20331 R’ to ’ wagon ‘RKHY 20331 V’.

NKHY 20346

22.05.1994 Reclassified from wagon ‘NKHY 20346 B’ to ’ wagon ‘RKHY 20346 F’.

NKHY 20347

09.09.1994 Reclassified from wagon ‘NKHY 20347 K’ to ’ wagon ‘RKHY 20347 Y’.

NKHY 20348

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20348 P’
16.06.1994 Reclassified from wagon ‘NKHY 20348 T’ to ’ wagon ‘RKHY 20348 A’.

NKHY 20372

12.10.1994 Reclassified from wagon ‘NKHY 20372 M’ to ’ wagon ‘RKHY 20372 Q’.
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NKHY 20374

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20374 D’
09.09.1994 Reclassified from wagon ‘NKHY 20374 H’ to ’ wagon ‘RKHY 20374 L’.

NKHY 20388

27.11.1995 Reclassified from wagon ‘NKHY 20388 F’ to ’ wagon ‘RKHF 20388 C’.

NKHY 20396

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20396 Y’
12.05.1994 Reclassified from wagon ‘NKHY 20396 S’ to ’ wagon ‘RKHY 20396 W’.

NKHY 20418

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20418 V’

NKHY 20422

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20422 V’
09.09.1994 Reclassified from wagon ‘NKHY 20422 C’ to ’ wagon ‘RKHY 20422 G’.

NKHY 20436

14.10.1994 Reclassified from wagon ‘NKHY 20436 A’ to ’ wagon ‘RKHY 20436 E’.

NKHY 20443

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20443 A’
04.05.1994 Reclassified from wagon ‘NKHY 20443 E’ to ’ wagon ‘RKHY 20443 X’.

NKHY 20445

12.10.1994 Reclassified from wagon ‘NKHY 20445 W’ to ’ wagon ‘RKHY 20445 D’.

NKHY 20451

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20451 N’
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2.445. Wagon classification starting with ‘NKH’

16.11.1994 Reclassified from wagon ‘NKHY 20451 R’ to ’ wagon ‘RKHY 20451 V’.

NKHY 20459

29.09.1994 Reclassified from wagon ‘NKHY 20459 U’ to ’ wagon ‘RKHY 20459 B’.

NKHY 20474

29.09.1994 Reclassified from wagon ‘NKHY 20474 Y’ to ’ wagon ‘RKHY 20474 S’.

NKHY 20481

22.05.1994 Reclassified from wagon ‘NKHY 20481 S’ to ’ wagon ‘RKHY 20481 W’.

NKHY 20485

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20485 E’

NKHY 20515

04.08.1994 Reclassified from wagon ‘NKHY 20515 F’ to ’ wagon ‘RKHY 20515 J’.

NKHY 20519

04.05.1994 Reclassified from wagon ‘NKHY 20519 S’ to ’ wagon ‘RKHY 20519 W’.

NKHY 20520

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20520 K’
29.11.1994 Reclassified from wagon ‘NKHY 20520 Y’ to ’ wagon ‘RKHY 20520 S’.

NKHY 20535

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20535 R’
07.09.1995 Reclassified from wagon ‘NKHY 20535 V’ to ’ wagon ‘RKHY 20535 C’.

NKHY 20543

26.07.1994 Reclassified from wagon ‘NKHY 20543 L’ to ’ wagon ‘RKHY 20543 P’.
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NKHY 20549

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20549 P’
18.05.1994 Reclassified from wagon ‘NKHY 20549 T’ to ’ wagon ‘RKHY 20549 A’.

NKHY 20570

27.08.1994 Reclassified from wagon ‘NKHY 20570 X’ to ’ wagon ‘RKHY 20570 M’.

NKHY 20582

26.07.1994 Reclassified from wagon ‘NKHY 20582 L’ to ’ wagon ‘RKHY 20582 P’.

NKHY 20590

18.05.1994 Reclassified from wagon ‘NKHY 20590 B’ to ’ wagon ‘RKHY 20590 F’.

NKHY 20823

18.05.1994 Reclassified from wagon ‘NKHY 20823 Q’ to ’ wagon ‘RKHY 20823 U’.

NKHY 20829

29.04.1994 Reclassified from wagon ‘NKHY 20829 B’ to ’ wagon ‘RKHY 20829 F’.

NKHY 20833

04.05.1994 Reclassified from wagon ‘NKHY 20833 B’ to ’ wagon ‘RKHY 20833 F’.

NKHY 20838

12.05.1994 Reclassified from wagon ‘NKHY 20838 A’ to ’ wagon ‘RKHY 20838 E’.

NKHY 20855

08.06.1994 Reclassified from wagon ‘NKHY 20855 M’ to ’ wagon ‘RKHY 20855 Q’.

NKHY 20876

14.09.1994 Reclassified from wagon ‘NKHY 20876 Y’ to ’ wagon ‘RKHY 20876 S’.

NKHY 20885

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20885 J’
23.11.1994 Reclassified from wagon ‘NKHY 20885 N’ to ’ wagon ‘RKHY 20885 R’.
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2.446. Wagon classification starting with ‘NKI’

NKHY 20890

04.05.1994 Reclassified from wagon ‘NKHY 20890 W’ to ’ wagon ‘RKHY 20890 D’.

NKHY 20892

09.08.1994 Reclassified from wagon ‘NKHY 20892 R’ to ’ wagon ‘RKHY 20892 V’.

NKHY 20923

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20923 T’
14.09.1994 Reclassified from wagon ‘NKHY 20923 A’ to ’ wagon ‘RKHY 20923 E’.

NKHY 20929

15.04.1994 Reclassified from wagon ‘NKHY 20929 X’ to ’ wagon ‘RKHY 20929 M’.

NKHY 20934

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20934 N’
26.07.1994 Reclassified from wagon ‘NKHY 20934 R’ to ’ wagon ‘RKHY 20934 V’.

NKHY 20973

18.04.1995 Reclassified from wagon ‘NKHY 20973 R’ to ’ wagon ‘RKLY 20973 K’.

NKHY 20987

14.09.1994 Reclassified from wagon ‘NKHY 20987 P’ to ’ wagon ‘RKHY 20987 T’.

NKHY 20999

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20999 G’
16.04.1995 Reclassified from wagon ‘NKHY 20999 S’ to ’ wagon ‘RKHY 20999 W’.

2.446 Wagon classification starting with ‘NKI’

NKIF 14512

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14512 X’
20.09.1994 Reclassified from wagon ‘NKIF 14512 Q’ to ’ wagon ‘RCIX 14512 H’.
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NKIF 14526

Details: wagon ‘NKIF 14526 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

Capacity of 50 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIF 14526 D’

NKIF 14823

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14823 A’
24.05.1994 Reclassified from wagon ‘NKIF 14823 X’ to ’ wagon ‘RCIX 14823 W’.

NKIF 22103

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22103 U’
06.09.1994 Reclassified from wagon ‘NKIF 22103 F’ to ’ wagon ‘RCIX 22103 T’.

NKIF 22134

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22134 H’
08.07.1995 Reclassified from wagon ‘NKIF 22134 P’ to ’ wagon ‘RCIX 22134 G’.

NKIF 22145

17.11.1991 Repair ‘VEHICLE RECLASSIFY’.
17.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22145 B’
12.07.1994 Reclassified from wagon ‘NKIF 22145 J’ to ’ wagon ‘RCIX 22145 A’.
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2.447. Wagon classification starting with ‘NKJ’

NKIF 22161

07.12.1993 Repair ‘VEHICLE RECLASSIFY’.
07.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22161 E’
08.07.1995 Reclassified from wagon ‘NKIF 22161 M’ to ’ wagon ‘RCIX 22161 D’.

2.447 Wagon classification starting with ‘NKJ’

NKJY 20203

06.10.1992 Repair ‘VEHICLE RECLASSIFY’.
06.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20203 S’
26.07.1994 Reclassified from wagon ‘NKJY 20203 K’ to ’ wagon ‘RKJY 20203 Y’.

NKJY 20205

29.09.1992 Repair ‘VEHICLE RECLASSIFY’.
29.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20205 N’
04.05.1994 Reclassified from wagon ‘NKJY 20205 F’ to ’ wagon ‘RKJY 20205 J’.

NKJY 20206

12.07.1994 Reclassified from wagon ‘NKJY 20206 Y’ to ’ wagon ‘RKJY 20206 S’.

NKJY 20209

18.04.1991 Repair ‘VEHICLE RECLASSIFY’.
18.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20209 D’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Reclassified from wagon ‘NKJY 20209 S’ to ’ wagon ‘RKJY 20209 W’.

NKJY 20228

04.05.1994 Reclassified from wagon ‘NKJY 20228 C’ to ’ wagon ‘RKJY 20228 G’.

NKJY 20234

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20234 F’
14.09.1994 Reclassified from wagon ‘NKJY 20234 U’ to ’ wagon ‘RKJY 20234 B’.

NKJY 20236

Details: wagon ‘NKJY 20236 P’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY 20236 A
BSG Code: NSKI

Capacity of 54 tonnes

07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20236 A’

NKJY 20238

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20238 T’
26.07.1994 Reclassified from wagon ‘NKJY 20238 K’ to ’ wagon ‘RKJY 20238 Y’.

NKJY 20239

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20239 F’
12.07.1994 Reclassified from wagon ‘NKJY 20239 T’ to ’ wagon ‘RKJY 20239 A’.

NKJY 20240

01.09.1992 Repair ‘VEHICLE RECLASSIFY’.
01.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20240 A’
25.07.1994 Reclassified from wagon ‘NKJY 20240 P’ to ’ wagon ‘RKJY 20240 T’.

NKJY 20243

25.07.1994 Reclassified from wagon ‘NKJY 20243 T’ to ’ wagon ‘RKJY 20243 A’.

NKJY 20245

21.07.1994 Reclassified from wagon ‘NKJY 20245 Y’ to ’ wagon ‘RKJY 20245 S’.
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2.447. Wagon classification starting with ‘NKJ’

NKJY 20249

22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20249 M’
08.03.1995 Reclassified from wagon ‘NKJY 20249 E’ to ’ wagon ‘RKLY 20249 Y’.

NKJY 20253

Details: wagon ‘NKJY 20253 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20253 M
BSG Code: NSKI

Capacity of 54 tonnes

NKJY 20260

22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20260 Q’
12.07.1994 Reclassified from wagon ‘NKJY 20260 X’ to ’ wagon ‘RKJY 20260 M’.

NKJY 20269

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20269 G’
25.07.1994 Reclassified from wagon ‘NKJY 20269 U’ to ’ wagon ‘RKJY 20269 B’.

NKJY 20284

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20284 A’
04.05.1994 Reclassified from wagon ‘NKJY 20284 Y’ to ’ wagon ‘RKJY 20284 S’.
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NKJY 20289

13.04.1991 Repair ‘VEHICLE RECLASSIFY’.
13.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20289 V’
25.07.1994 Reclassified from wagon ‘NKJY 20289 N’ to ’ wagon ‘RKJY 20289 R’.

NKJY 20296

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20296 D’
26.07.1994 Reclassified from wagon ‘NKJY 20296 R’ to ’ wagon ‘RKJY 20296 V’.

NKJY 20298

22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20298 U’
25.07.1994 Reclassified from wagon ‘NKJY 20298 M’ to ’ wagon ‘RKJY 20298 Q’.

NKJY 20306

31.05.1994 Reclassified from wagon ‘NKJY 20306 V’ to ’ wagon ‘RKJY 20306 C’.

NKJY 20314

26.03.1994 Reclassified from wagon ‘NKJY 20314 L’ to ’ wagon ‘NOJY 20314 T’.

NKJY 20316

Details: wagon ‘NKJY 20316 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20316 Y
BSG Code: NSKI

Capacity of 54 tonnes
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NKJY 20319

Details: wagon ‘NKJY 20319 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20319 S
BSG Code: NSKI

Capacity of 54 tonnes

NKJY 20320

Details: wagon ‘NKJY 20320 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20320
BSG Code: NSKZ

Capacity of 54 tonnes

06.06.1991 Repair ‘VEHICLE RECLASSIFY’.
06.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20320 Y’

NKJY 20321

Details: wagon ‘NKJY 20321 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20321
BSG Code: NSKI

Capacity of 54 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20321 B’

NKJY 20332

09.04.1991 Repair ‘VEHICLE RECLASSIFY’.
09.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20332 R’
22.05.1994 Reclassified from wagon ‘NKJY 20332 J’ to ’ wagon ‘RKJY 20332 N’.

NKJY 20340

Details: wagon ‘NKJY 20340 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY 20340 H
BSG Code: NSKI

Capacity of 60 tonnes

01.06.1991 Repair ‘VEHICLE RECLASSIFY’.
01.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20340 H’
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NKJY 20343

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20343 M’
04.05.1994 Reclassified from wagon ‘NKJY 20343 D’ to ’ wagon ‘RKJY 20343 H’.

NKJY 20349

02.04.1995 Reclassified from wagon ‘NKJY 20349 L’ to ’ wagon ‘RKLY 20349 V’.

NKJY 20350

Details: wagon ‘NKJY 20350 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20350U/NCCY20350Q
BSG Code: NSKI

Capacity of 54 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20350 Q’

NKJY 20362

02.10.1992 Repair ‘VEHICLE RECLASSIFY’.
02.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20362 S’
12.07.1994 Reclassified from wagon ‘NKJY 20362 K’ to ’ wagon ‘RKJY 20362 Y’.

NKJY 20365

25.07.1994 Reclassified from wagon ‘NKJY 20365 Y’ to ’ wagon ‘RKJY 20365 S’.

NKJY 20366

02.10.1992 Repair ‘VEHICLE RECLASSIFY’.
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02.10.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NCCY 20366 J’

12.09.1994 Reclassified from wagon ‘NKJY 20366 A’ to ’ wagon ‘RKJY 20366 E’.

NKJY 20368

16.05.1991 Repair ‘VEHICLE RECLASSIFY’.
16.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20368 D’
12.04.1995 Reclassified from wagon ‘NKJY 20368 S’ to ’ wagon ‘RKLY 20368 F’.

NKJY 20370

02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20370 X’
12.07.1994 Reclassified from wagon ‘NKJY 20370 A’ to ’ wagon ‘RKJY 20370 E’.

NKJY 20382

22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20382 L’
26.07.1994 Reclassified from wagon ‘NKJY 20382 D’ to ’ wagon ‘RKJY 20382 H’.

NKJY 20392

Details: wagon ‘NKJY 20392 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY 20392 T
BSG Code: NSKI

Capacity of 56 tonnes

06.05.1991 Repair ‘VEHICLE RECLASSIFY’.
06.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20392 T’
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NKJY 20423

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20423 D’
25.07.1994 Reclassified from wagon ‘NKJY 20423 R’ to ’ wagon ‘RKJY 20423 V’.

NKJY 20424

22.07.1994 Reclassified from wagon ‘NKJY 20424 D’ to ’ wagon ‘RKJY 20424 H’.

NKJY 20432

18.10.1994 Reclassified from wagon ‘NKJY 20432 Q’ to ’ wagon ‘RKJY 20432 U’.

NKJY 20433

27.05.1995 Reclassified from wagon ‘NKJY 20433 C’ to ’ wagon ‘RKJY 20433 G’.

NKJY 20438

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20438 C’
06.09.1994 Reclassified from wagon ‘NKJY 20438 B’ to ’ wagon ‘RCQF 20438 D’.

NKJY 20440

12.04.1995 Reclassified from wagon ‘NKJY 20440 G’ to ’ wagon ‘RKLY 20440 Q’.

NKJY 20442

21.07.1992 Repair ‘VEHICLE RECLASSIFY’.
21.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20442 J’
26.07.1994 Reclassified from wagon ‘NKJY 20442 B’ to ’ wagon ‘RKJY 20442 F’.

NKJY 20447

20.04.1991 Repair ‘VEHICLE RECLASSIFY’.
20.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20447 X’
12.07.1994 Reclassified from wagon ‘NKJY 20447 A’ to ’ wagon ‘RKJY 20447 E’.

NKJY 20470

24.04.1995 Reclassified from wagon ‘NKJY 20470 H’ to ’ wagon ‘RCQF 20470 J’.
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NKJY 20477

16.06.1991 Repair ‘VEHICLE RECLASSIFY’.
16.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20477 J’
11.05.1995 Reclassified from wagon ‘NKJY 20477 B’ to ’ wagon ‘RKLY 20477 L’.

NKJY 20478

Details: wagon ‘NKJY 20478 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20478 S
BSG Code: NSKI

Capacity of 54 tonnes

NKJY 20500

22.03.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Reclassified from wagon ‘NKJY 20500 E’ to ’ wagon ‘RCQF 20500 G’.

NKJY 20502

22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20502 H’
10.05.1995 Reclassified from wagon ‘NKJY 20502 W’ to ’ wagon ‘RKLY 20502 J’.
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20502 J’
02.06.1995 Reclassified from wagon ‘NKJY 20502 W’ to ’ wagon ‘RKCY 20502 F’.

NKJY 20503

31.05.1994 Reclassified from wagon ‘NKJY 20503 X’ to ’ wagon ‘RKJY 20539 V’.

NKJY 20529

26.03.1994 Reclassified from wagon ‘NKJY 20529 J’ to ’ wagon ‘NOJY 20529 R’.
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NKJY 20539

Details: wagon ‘NKJY 20539 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20539H/NCCY20539D
BSG Code: NSKI

Capacity of 54 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20539 D’

NKJY 20541

06.05.1991 Repair ‘VEHICLE RECLASSIFY’.
06.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20541 H’
18.03.1995 Reclassified from wagon ‘NKJY 20541 W’ to ’ wagon ‘RKLY 20541 J’.

NKJY 20546

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20546 G’
20.09.1994 Reclassified from wagon ‘NKJY 20546 V’ to ’ wagon ‘RKJY 20546 C’.

NKJY 20548

01.09.1994 Reclassified from wagon ‘NKJY 20548 Q’ to ’ wagon ‘RKJY 20548 U’.

NKJY 20550

26.07.1994 Reclassified from wagon ‘NKJY 20550 V’ to ’ wagon ‘RKJY 20550 C’.

NKJY 20552

22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
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22.04.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NOJY 20552 B’

10.11.1994 Reclassified from wagon ‘NKJY 20552 Q’ to ’ wagon ‘RKJY 20552 U’.

NKJY 20553

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20553 L’
04.05.1994 Reclassified from wagon ‘NKJY 20553 C’ to ’ wagon ‘RKJY 20553 G’.

NKJY 20554

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20554 U’
12.07.1994 Reclassified from wagon ‘NKJY 20554 L’ to ’ wagon ‘RKJY 20554 P’.

NKJY 20558

12.07.1994 Reclassified from wagon ‘NKJY 20558 B’ to ’ wagon ‘RKJY 20558 F’.

NKJY 20576

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20576 X’
31.05.1994 Reclassified from wagon ‘NKJY 20576 W’ to ’ wagon ‘RKJY 20576 D’.

NKJY 20589

29.03.1995 Reclassified from wagon ‘NKJY 20589 L’ to ’ wagon ‘RKLY 20589 V’.

NKJY 20593

Details: wagon ‘NKJY 20593 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20593
BSG Code: NSKI
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Capacity of 54 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20593 U’

NKJY 20594

26.07.1994 Reclassified from wagon ‘NKJY 20594 U’ to ’ wagon ‘RKJY 20594 B’.

NKJY 20599

02.10.1992 Repair ‘VEHICLE RECLASSIFY’.
02.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20599 E’
28.06.1995 Reclassified from wagon ‘NKJY 20599 T’ to ’ wagon ‘RKJY 20599 A’.

NKJY 20608

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20608 W’
12.07.1994 Reclassified from wagon ‘NKJY 20608 Y’ to ’ wagon ‘RKJY 20608 S’.

NKJY 20807

10.02.1993 Repair ‘VEHICLE RECLASSIFY’.
10.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20807 F’
25.07.1994 Reclassified from wagon ‘NKJY 20807 T’ to ’ wagon ‘RKJY 20807 A’.

NKJY 20831

Details: wagon ‘NKJY 20831 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20831 U
BSG Code: NSKI

Capacity of 54 tonnes
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NKJY 20835

11.05.1991 Repair ‘VEHICLE RECLASSIFY’.
11.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20835 K’
11.05.1995 Reclassified from wagon ‘NKJY 20835 C’ to ’ wagon ‘RKLY 20835 M’.

NKJY 20836

25.07.1994 Reclassified from wagon ‘NKJY 20836 L’ to ’ wagon ‘RKJY 20836 P’.

NKJY 20841

12.07.1994 Reclassified from wagon ‘NKJY 20841 U’ to ’ wagon ‘RKJY 20841 B’.

NKJY 20842

18.04.1991 Repair ‘VEHICLE RECLASSIFY’.
18.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20842 Y’
04.05.1994 Reclassified from wagon ‘NKJY 20842 G’ to ’ wagon ‘RKJY 20842 K’.

NKJY 20843

Details: wagon ‘NKJY 20843 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20843
BSG Code: NSKI

Capacity of 54 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20843 B’

NKJY 20844

25.07.1994 Reclassified from wagon ‘NKJY 20844 B’ to ’ wagon ‘RKJY 20844 F’.
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NKJY 20846

25.11.1993 Reclassified from wagon ‘NKJY 20846 T’ to ’ wagon ‘NOJY 20846 E’.

NKJY 20857

Details: wagon ‘NKJY 20857 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20857 W’

NKJY 20860

06.04.1991 Repair ‘VEHICLE RECLASSIFY’.
06.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20860 M’
12.07.1994 Reclassified from wagon ‘NKJY 20860 E’ to ’ wagon ‘RKJY 20860 X’.

NKJY 20869

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20869 C’
02.04.1995 Reclassified from wagon ‘NKJY 20869 Q’ to ’ wagon ‘RKLY 20869 D’.

NKJY 20873

25.07.1994 Reclassified from wagon ‘NKJY 20873 Q’ to ’ wagon ‘RKJY 20873 U’.
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NKJY 20874

20.04.1991 Repair ‘VEHICLE RECLASSIFY’.
20.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20874 K’
20.09.1994 Reclassified from wagon ‘NKJY 20874 C’ to ’ wagon ‘RKJY 20874 G’.

NKJY 20880

17.04.1991 Repair ‘VEHICLE RECLASSIFY’.
17.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20880 F’
26.07.1994 Reclassified from wagon ‘NKJY 20880 U’ to ’ wagon ‘RKJY 20880 B’.

NKJY 20891

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20891 A’
12.07.1994 Reclassified from wagon ‘NKJY 20891 Y’ to ’ wagon ‘RKJY 20891 S’.

NKJY 20908

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20908 V’
31.05.1994 Reclassified from wagon ‘NKJY 20908 M’ to ’ wagon ‘RKJY 20908 Q’.

NKJY 20918

26.07.1994 Reclassified from wagon ‘NKJY 20918 U’ to ’ wagon ‘RKJY 20918 B’.

NKJY 20924

12.05.1994 Reclassified from wagon ‘NKJY 20924 P’ to ’ wagon ‘NOJY 20924 A’.

NKJY 20935

06.04.1991 Repair ‘VEHICLE RECLASSIFY’.
06.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20935 R’
12.07.1994 Reclassified from wagon ‘NKJY 20935 J’ to ’ wagon ‘RKJY 20935 N’.

NKJY 20937

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20937 N’
31.05.1994 Reclassified from wagon ‘NKJY 20937 E’ to ’ wagon ‘RKJY 20937 X’.
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NKJY 20941

25.07.1994 Reclassified from wagon ‘NKJY 20941 E’ to ’ wagon ‘RKJY 20941 X’.

NKJY 20945

06.04.1991 Repair ‘VEHICLE RECLASSIFY’.
06.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20945 C’
31.05.1994 Reclassified from wagon ‘NKJY 20945 R’ to ’ wagon ‘RKJY 20945 V’.

NKJY 20960

Details: wagon ‘NKJY 20960 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20960
BSG Code: NSKZ

Capacity of 54 tonnes

16.06.1991 Repair ‘VEHICLE RECLASSIFY’.
16.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20960 T’

NKJY 20962

10.03.1995 Reclassified from wagon ‘NKJY 20962 G’ to ’ wagon ‘RKJY 20962 K’.

NKJY 20967

01.06.1991 Repair ‘VEHICLE RECLASSIFY’.
01.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20967 N’
04.05.1994 Reclassified from wagon ‘NKJY 20967 F’ to ’ wagon ‘RKJY 20967 J’.

NKJY 20968

12.07.1994 Reclassified from wagon ‘NKJY 20968 Y’ to ’ wagon ‘RKJY 20968 S’.
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NKJY 20971

31.05.1994 Reclassified from wagon ‘NKJY 20971 F’ to ’ wagon ‘RKJY 20971 J’.

NKJY 20975

Details: wagon ‘NKJY 20975 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20975 D
BSG Code: NSKI

Capacity of 54 tonnes

NKJY 20978

18.07.1989 Repair ‘VEHICLE RECLASSIFY’.
18.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20978 H’
12.07.1994 Reclassified from wagon ‘NKJY 20978 W’ to ’ wagon ‘RKJY 20978 D’.

NKJY 20985

10.01.1995 Reclassified from wagon ‘NKJY 20985 D’ to ’ wagon ‘RKJY 20985 H’.

NKJY 20997

18.07.1989 Repair ‘VEHICLE RECLASSIFY’.
18.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NOJY 20997 Y’
04.05.1994 Reclassified from wagon ‘NKJY 20997 G’ to ’ wagon ‘RKJY 20997 K’.

NKJY 60191

15.08.1993 Reclassified from wagon ‘NKJY 60191 X’ to ’ wagon ‘NKEX 60191 M’.

NKJY 85151

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NCCY 85151 C’

07.04.1995 Reclassified from wagon ‘NKJY 85151 Q’ to ’ wagon ‘RKLY 85151 D’.

NKJY 85152

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85152 L’
12.07.1994 Reclassified from wagon ‘NKJY 85152 C’ to ’ wagon ‘RKJY 85152 G’.

NKJY 85153

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85153 U’
11.03.1992 Reclassified from wagon ‘NKJY 85153 L’ to ’ wagon ‘NCCY 85153 U’.
14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85153 U’
25.07.1994 Reclassified from wagon ‘NKJY 85153 L’ to ’ wagon ‘RKJY 85153 P’.

NKJY 85154

06.10.1992 Repair ‘VEHICLE RECLASSIFY’.
06.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85154 G’
05.10.1994 Reclassified from wagon ‘NKJY 85154 U’ to ’ wagon ‘RKJY 85154 B’.

NKJY 85155

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85155 P’
25.07.1994 Reclassified from wagon ‘NKJY 85155 G’ to ’ wagon ‘RKJY 85155 K’.

NKJY 85156

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85156 B’
20.09.1994 Reclassified from wagon ‘NKJY 85156 P’ to ’ wagon ‘RKJY 85156 T’.

NKJY 85157

Details: wagon ‘NKJY 85157 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20335
BSG Code: NSKI

Capacity of 54 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85157 K’

NKJY 85158

Details: wagon ‘NKJY 85158 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 85158 T
BSG Code: NSFI

Capacity of 54 tonnes

16.08.1993 Repair ‘VEHICLE RECLASSIFY’.
16.08.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85158 T’

NKJY 85159

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85159 F’
25.07.1994 Reclassified from wagon ‘NKJY 85159 T’ to ’ wagon ‘RKJY 85159 A’.
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NKJY 85160

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85160 B’
25.07.1994 Reclassified from wagon ‘NKJY 85160 P’ to ’ wagon ‘RKJY 85160 T’.

NKJY 85161

24.04.1995 Reclassified from wagon ‘NKJY 85161 B’ to ’ wagon ‘RCQF 85161 D’.

NKJY 85162

31.05.1994 Reclassified from wagon ‘NKJY 85162 K’ to ’ wagon ‘RKJY 85162 Y’.

NKJY 85163

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 85163 F’
26.07.1994 Reclassified from wagon ‘NKJY 85163 T’ to ’ wagon ‘RKJY 85163 A’.

2.448 Wagon classification starting with ‘NKP’

NKPX 30307

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30307 Q’
22.05.1994 Reclassified from wagon ‘NKPX 30307 D’ to ’ wagon ‘RKPX 30307 H’.

NKPX 30308

04.02.1991 Repair ‘VEHICLE RECLASSIFY’.
04.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30308 C’
12.07.1994 Reclassified from wagon ‘NKPX 30308 M’ to ’ wagon ‘RKPX 30308 Q’.

NKPX 30310

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30310 H’
12.07.1994 Reclassified from wagon ‘NKPX 30310 R’ to ’ wagon ‘RKPX 30310 V’.

NKPX 30311

17.11.1991 Repair ‘VEHICLE RECLASSIFY’.
17.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30311 Q’
25.05.1994 Reclassified from wagon ‘NKPX 30311 D’ to ’ wagon ‘RKPX 30311 H’.
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NKPX 30312

23.03.1991 Repair ‘VEHICLE RECLASSIFY’.
23.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30312 C’
06.09.1994 Reclassified from wagon ‘NKPX 30312 M’ to ’ wagon ‘RKPX 30312 Q’.

NKPX 30313

08.12.1990 Repair ‘VEHICLE RECLASSIFY’.
08.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30313 L’
22.07.1994 Reclassified from wagon ‘NKPX 30313 V’ to ’ wagon ‘RKPX 30313 C’.

NKPX 30314

11.10.1990 Repair ‘VEHICLE RECLASSIFY’.
11.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30314 U’
22.07.1994 Reclassified from wagon ‘NKPX 30314 H’ to ’ wagon ‘RKPX 30314 L’.

NKPX 30315

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30315 G’
22.07.1994 Reclassified from wagon ‘NKPX 30315 Q’ to ’ wagon ‘RKPX 30315 U’.

NKPX 30318

16.12.1990 Repair ‘VEHICLE RECLASSIFY’.
16.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30318 K’
22.07.1994 Reclassified from wagon ‘NKPX 30318 U’ to ’ wagon ‘RKPX 30318 B’.

NKPX 30320

17.01.1992 Repair ‘VEHICLE RECLASSIFY’.
17.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30320 P’
22.07.1994 Reclassified from wagon ‘NKPX 30320 C’ to ’ wagon ‘RKPX 30320 G’.

NKPX 30322

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30322 K’
30.11.1994 Reclassified from wagon ‘NKPX 30322 U’ to ’ wagon ‘RKPX 30322 B’.

9344



2.449. Wagon classification starting with ‘NKQ’

NKPX 30323

24.10.1992 Repair ‘VEHICLE RECLASSIFY’.
24.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30323 T’
31.05.1994 Reclassified from wagon ‘NKPX 30323 G’ to ’ wagon ‘RKPX 30323 K’.

NKPX 30324

18.05.1991 Repair ‘VEHICLE RECLASSIFY’.
18.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30324 F’
12.07.1994 Reclassified from wagon ‘NKPX 30324 P’ to ’ wagon ‘RKPX 30324 T’.

NKPX 30325

22.05.1990 Repair ‘VEHICLE RECLASSIFY’.
22.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30325 Y’
14.10.1991 Repair ‘SIDE STEP’.
22.07.1994 Reclassified from wagon ‘NKPX 30325 B’ to ’ wagon ‘RKPX 30325 F’.

NKPX 30326

21.09.1991 Repair ‘VEHICLE RECLASSIFY’.
21.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30326 A’
08.07.1994 Reclassified from wagon ‘NKPX 30326 K’ to ’ wagon ‘RKPX 30326 Y’.

2.449 Wagon classification starting with ‘NKQ’

NKQX 60121

08.04.1990 Repair ‘VEHICLE RECLASSIFY’.
08.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60121 L’
14.10.1990 Reclassified from wagon ‘NKQX 60121 P’ to ’ wagon ‘NKDX 60121 W’.

NKQX 60225

27.03.1990 Repair ‘VEHICLE RECLASSIFY’.
27.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60225 E’
03.06.1995 Reclassified from wagon ‘NKQX 60225 M’ to ’ wagon ‘RKQX 60225 Q’.

NKQX 60226

26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
26.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60226 N’
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22.05.1994 Reclassified from wagon ‘NKQX 60226 V’ to ’ wagon ‘RKQX 60226 C’.

NKQX 60227

25.06.1990 Repair ‘VEHICLE RECLASSIFY’.
25.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60227 W’
08.07.1994 Reclassified from wagon ‘NKQX 60227 H’ to ’ wagon ‘RKQX 60227 L’.

NKQX 60228

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60228 X’
25.07.1994 Reclassified from wagon ‘NKQX 60228 Q’ to ’ wagon ‘RKQX 60228 U’.

NKQX 60230

21.07.1994 Reclassified from wagon ‘NKQX 60230 V’ to ’ wagon ‘RKQX 60230 C’.

NKQX 60231

17.06.1990 Repair ‘VEHICLE RECLASSIFY’.
17.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60231 W’
31.08.1994 Reclassified from wagon ‘NKQX 60231 H’ to ’ wagon ‘RKQX 60231 L’.

NKQX 60232

11.03.1990 Repair ‘VEHICLE RECLASSIFY’.
11.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60232 X’
17.05.1993 Repair ‘SIDE STEP’.
25.05.1994 Reclassified from wagon ‘NKQX 60232 Q’ to ’ wagon ‘RKQX 60232 U’.

NKQX 60233

26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
26.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60233 R’
07.04.1995 Reclassified from wagon ‘NKQX 60233 C’ to ’ wagon ‘RKQX 60233 G’.

NKQX 60234

20.05.1990 Repair ‘VEHICLE RECLASSIFY’.
20.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60234 D’
07.05.1995 Reclassified from wagon ‘NKQX 60234 L’ to ’ wagon ‘RKQF 60234 M’.
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NKQX 60235

07.04.1990 Repair ‘VEHICLE RECLASSIFY’.
07.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60235 M’
15.11.1993 Repair ‘HANDRAILS’.
06.09.1994 Reclassified from wagon ‘NKQX 60235 U’ to ’ wagon ‘RKQX 60235 B’.

NKQX 60236

28.07.1990 Repair ‘VEHICLE RECLASSIFY’.
28.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60236 V’
08.10.1994 Reclassified from wagon ‘NKQX 60236 G’ to ’ wagon ‘RKQX 60236 K’.

NKQX 60237

21.05.1990 Repair ‘VEHICLE RECLASSIFY’.
21.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60237 H’
12.07.1994 Reclassified from wagon ‘NKQX 60237 P’ to ’ wagon ‘RKQX 60237 T’.

NKQX 60238

16.04.1990 Repair ‘VEHICLE RECLASSIFY’.
16.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60238 Q’
16.05.1990 Repair ‘END HOSE’.
18.07.1991 Repair ‘BOGIE SPRING’.
18.07.1991 Repair ‘TRAIN PIPE (END)’.
08.07.1994 Reclassified from wagon ‘NKQX 60238 B’ to ’ wagon ‘RKQX 60238 F’.

NKQX 60239

07.04.1990 Repair ‘VEHICLE RECLASSIFY’.
07.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60239 C’
06.09.1994 Reclassified from wagon ‘NKQX 60239 K’ to ’ wagon ‘RKQX 60239 Y’.

NKQX 60240

10.01.1990 Repair ‘VEHICLE RECLASSIFY’.
10.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60240 V’
22.07.1994 Reclassified from wagon ‘NKQX 60240 G’ to ’ wagon ‘RKQX 60240 K’.

NKQX 60242

27.03.1990 Repair ‘VEHICLE RECLASSIFY’.
27.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60242 Q’
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13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Reclassified from wagon ‘NKQX 60242 B’ to ’ wagon ‘RKQX 60242 F’.

NKQX 60243

14.05.1990 Repair ‘VEHICLE RECLASSIFY’.
14.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60243 C’
06.09.1994 Reclassified from wagon ‘NKQX 60243 K’ to ’ wagon ‘RKQX 60243 Y’.

NKQX 60244

12.02.1990 Repair ‘VEHICLE RECLASSIFY’.
12.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60244 L’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Reclassified from wagon ‘NKQX 60244 T’ to ’ wagon ‘RKQX 60244 A’.

NKQX 60245

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60245 U’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘COUPLER COMPLETE’.
24.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.09.1994 Reclassified from wagon ‘NKQX 60245 F’ to ’ wagon ‘RKQX 60245 J’.

NKQX 60246

04.02.1990 Repair ‘VEHICLE RECLASSIFY’.
04.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60246 G’
22.07.1994 Reclassified from wagon ‘NKQX 60246 Y’ to ’ wagon ‘RKQX 60246 S’.

NKQX 60247

13.07.1990 Repair ‘VEHICLE RECLASSIFY’.
13.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60247 P’
13.05.1991 Repair ‘END SILL’.
03.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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03.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NKQX 60248

13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.10.1991 Repair ‘SIDE STEP’.
23.03.1992 Repair ‘SIDE STEP’.
25.05.1994 Reclassified from wagon ‘NKQX 60248 J’ to ’ wagon ‘RKQX 60248 N’.

NKQX 60249

19.03.1990 Repair ‘VEHICLE RECLASSIFY’.
19.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60249 K’

NKQX 60250

22.03.1990 Repair ‘VEHICLE RECLASSIFY’.
22.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60250 G’
22.05.1994 Reclassified from wagon ‘NKQX 60250 Y’ to ’ wagon ‘RKQX 60250 S’.

NKQX 60251

26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
26.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60251 P’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘WHEEL SET’.
09.09.1994 Reclassified from wagon ‘NKQX 60251 A’ to ’ wagon ‘RKQX 60251 E’.

NKQX 60253

25.06.1990 Repair ‘VEHICLE RECLASSIFY’.
25.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60253 K’
18.01.1995 Reclassified from wagon ‘NKQX 60253 S’ to ’ wagon ‘RKQX 60253 W’.

NKQX 60254

14.12.1989 Repair ‘VEHICLE RECLASSIFY’.
14.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60254 T’
12.07.1994 Reclassified from wagon ‘NKQX 60254 E’ to ’ wagon ‘RKQX 60254 X’.

NKQX 60255

26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
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26.02.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NQRX 60255 F’

20.09.1994 Reclassified from wagon ‘NKQX 60255 N’ to ’ wagon ‘RKQX 60255 R’.

NKQX 60256

05.03.1990 Repair ‘VEHICLE RECLASSIFY’.
05.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60256 Y’
22.07.1994 Reclassified from wagon ‘NKQX 60256 W’ to ’ wagon ‘RKQX 60256 D’.

NKQX 60257

04.02.1990 Repair ‘VEHICLE RECLASSIFY’.
04.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60257 A’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘HANDRAILS’.
04.11.1994 Reclassified from wagon ‘NKQX 60257 X’ to ’ wagon ‘RKQX 60257 M’.

NKQX 60258

19.03.1990 Repair ‘VEHICLE RECLASSIFY’.
19.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60258 J’
01.11.1993 Repair ‘SIDE STEP’.
22.05.1994 Reclassified from wagon ‘NKQX 60258 R’ to ’ wagon ‘RKQX 60258 V’.

NKQX 60259

29.04.1990 Repair ‘VEHICLE RECLASSIFY’.
29.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60259 S’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NKQX 60259 D’ to ’ wagon ‘RKQX 60259 H’.

NKQX 60260

04.04.1990 Repair ‘VEHICLE RECLASSIFY’.
04.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60260 Y’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Reclassified from wagon ‘NKQX 60260 W’ to ’ wagon ‘RKQX 60260 D’.

NKQX 60261

19.03.1990 Repair ‘VEHICLE RECLASSIFY’.
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19.03.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NQRX 60261 A’

25.07.1994 Reclassified from wagon ‘NKQX 60261 X’ to ’ wagon ‘RKQX 60261 M’.

NKQX 60262

22.02.1990 Repair ‘VEHICLE RECLASSIFY’.
22.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60262 J’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BEARERS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE COMPLETE’.
06.11.1991 Repair ‘BRAKE PULL ROD’.
06.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1994 Reclassified from wagon ‘NKQX 60262 R’ to ’ wagon ‘RKQX 60262 V’.

NKQX 60263

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60263 S’
01.09.1994 Reclassified from wagon ‘NKQX 60263 D’ to ’ wagon ‘RKQX 60263 H’.

NKQX 60264

21.05.1990 Repair ‘VEHICLE RECLASSIFY’.
21.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60264 E’
31.05.1994 Reclassified from wagon ‘NKQX 60264 M’ to ’ wagon ‘RKQX 60264 Q’.

NKQX 60265

21.05.1990 Repair ‘VEHICLE RECLASSIFY’.
21.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60265 N’
19.03.1991 Repair ‘STRIKING CASTING’.
14.09.1994 Reclassified from wagon ‘NKQX 60265 V’ to ’ wagon ‘RKQX 60265 C’.

NKQX 60266

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60266 W’
04.11.1994 Reclassified from wagon ‘NKQX 60266 H’ to ’ wagon ‘RKQX 60266 L’.
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NKQX 60267

22.03.1990 Repair ‘VEHICLE RECLASSIFY’.
22.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60267 X’
21.06.1993 Repair ‘SIDE STEP’.
08.07.1994 Reclassified from wagon ‘NKQX 60267 Q’ to ’ wagon ‘RKQX 60267 U’.

NKQX 60268

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60268 R’
27.10.1994 Reclassified from wagon ‘NKQX 60268 C’ to ’ wagon ‘RKQX 60268 G’.

NKQX 60269

27.03.1990 Repair ‘VEHICLE RECLASSIFY’.
27.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60269 D’
10.09.1994 Reclassified from wagon ‘NKQX 60269 L’ to ’ wagon ‘RKQX 60269 P’.

NKQX 60270

21.05.1990 Repair ‘VEHICLE RECLASSIFY’.
21.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60270 W’
22.07.1994 Reclassified from wagon ‘NKQX 60270 H’ to ’ wagon ‘RKQX 60270 L’.

NKQX 60271

05.03.1990 Repair ‘VEHICLE RECLASSIFY’.
05.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60271 X’
22.07.1994 Reclassified from wagon ‘NKQX 60271 Q’ to ’ wagon ‘RKQX 60271 U’.

NKQX 60272

24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60272 R’
21.05.1991 Repair ‘SIDE STEP’.
11.07.1994 Reclassified from wagon ‘NKQX 60272 C’ to ’ wagon ‘RKQX 60272 G’.

NKQX 60273

16.12.1991 Repair ‘HANDRAILS’.
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NKQX 60274

24.03.1990 Repair ‘VEHICLE RECLASSIFY’.
24.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60274 M’
22.05.1990 Repair ‘SIDE STEP’.
15.07.1994 Reclassified from wagon ‘NKQX 60274 U’ to ’ wagon ‘RKQX 60274 B’.

NKQX 60420

05.02.1990 Repair ‘VEHICLE RECLASSIFY’.
05.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60420 T’
30.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Reclassified from wagon ‘NKQX 60420 E’ to ’ wagon ‘RKQX 60420 X’.

NKQX 60421

31.03.1990 Repair ‘VEHICLE RECLASSIFY’.
31.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60421 F’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Reclassified from wagon ‘NKQX 60421 N’ to ’ wagon ‘RKQX 60421 R’.

NKQX 60422

21.01.1990 Repair ‘VEHICLE RECLASSIFY’.
21.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60422 Y’
20.09.1994 Reclassified from wagon ‘NKQX 60422 W’ to ’ wagon ‘RKQX 60422 D’.

NKQX 60423

26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
26.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60423 A’
31.05.1994 Reclassified from wagon ‘NKQX 60423 X’ to ’ wagon ‘RKQX 60423 M’.

NKQX 60424

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRX 60424 J’
26.04.1995 Reclassified from wagon ‘NKQX 60424 R’ to ’ wagon ‘RKQX 60424 V’.

NKQX 60425

04.02.1990 Repair ‘VEHICLE RECLASSIFY’.
04.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQRY 60425 W’
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29.06.1993 Repair ‘HANDRAILS’.
29.06.1993 Repair ‘HANDRAILS END’.
31.05.1994 Reclassified from wagon ‘NKQX 60425 D’ to ’ wagon ‘RKQX 60425 H’.

NKQX 60426

22.05.1994 Reclassified from wagon ‘NKQX 60426 M’ to ’ wagon ‘RKQX 60426 Q’.

2.450 Wagon classification starting with ‘NKS’

NKSX 29501

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29501 F’
31.08.1994 Reclassified from wagon ‘NKSX 29501 V’ to ’ wagon ‘RKSX 29501 C’.

NKSX 29504

22.12.1992 Repair ‘VEHICLE RECLASSIFY’.
22.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29504 J’
12.07.1994 Reclassified from wagon ‘NKSX 29504 C’ to ’ wagon ‘RKSX 29504 G’.

NKSX 29505

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29505 S’
31.05.1994 Reclassified from wagon ‘NKSX 29505 L’ to ’ wagon ‘RKSX 29505 P’.

NKSX 29511

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29511 N’
28.10.1995 Reclassified from wagon ‘NKSX 29511 G’ to ’ wagon ‘RKSX 29511 K’.

NKSX 29522

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29522 H’
20.09.1994 Reclassified from wagon ‘NKSX 29522 A’ to ’ wagon ‘RKSX 29522 E’.

NKSX 29523

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29523 Q’
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24.05.1994 Reclassified from wagon ‘NKSX 29523 J’ to ’ wagon ‘RKSX 29523 N’.

NKSX 29526

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NFHX 29526 Q’
23.03.1993 Reclassified from wagon ‘NKSX 29526 N’ to ’ wagon ‘NFHF 29526 N’.

NKSX 29531

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29531 G’
25.05.1994 Reclassified from wagon ‘NKSX 29531 W’ to ’ wagon ‘RKSX 29531 D’.

NKSX 29535

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29535 T’
22.07.1994 Reclassified from wagon ‘NKSX 29535 M’ to ’ wagon ‘RKSX 29535 Q’.

NKSX 29536

07.12.1993 Repair ‘VEHICLE RECLASSIFY’.
07.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29536 F’
12.07.1994 Reclassified from wagon ‘NKSX 29536 V’ to ’ wagon ‘RKSX 29536 C’.

NKSX 29539

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29539 J’
29.03.1995 Reclassified from wagon ‘NKSX 29539 C’ to ’ wagon ‘RKSX 29539 G’.

NKSX 29546

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NZSX 29546 N’
24.05.1994 Reclassified from wagon ‘NKSX 29546 G’ to ’ wagon ‘RKSX 29546 K’.

2.451 Wagon classification starting with ‘NL’

NL 516

Details: wagon ‘NL 516 U’ in AN ‘Mainland Division’.
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Owner: SRA/NSW
Operator: D
Length Over Headstocks: 14m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: INCORRECT DATA
BSG Code: NSTZ

Capacity of 30 tonnes

NL 1174

17.08.1992 Reclassified from wagon ‘NL 1174 F’ to ’ wagon ‘L 1174 C’.

NL 1186

Details: wagon ‘NL 1186 X’ in AN ‘Mainland Division’.

Owner: SRA/NSW
Operator: D
Length Over Headstocks: 14m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: WATER
Remarks: INCORRECT DATA
BSG Code: NSTW

Capacity of 35000 litres

2.452 Wagon classification starting with ‘NLB’

NLBF 10002

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 10002 G’
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NLBF 10049

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 10049 J’

NLBF 11029

Details: wagon ‘NLBF 11029 P’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLLF 11029
BSG Code: NSLZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11029 W’

NLBF 11218

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11218 T’

NLBF 11307

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11307 J’

NLBF 11313

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLBX 11313 A’
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NLBF 11372

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLBX 11372 Q’

NLBF 11449

Details: wagon ‘NLBF 11449 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: BANANAS
Remarks: EX NLBX 11449 Q
BSG Code: NXLZ

Capacity of 46 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLBX 11449 Q’

NLBF 11537

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11537 B’

NLBF 17599

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 17599 L’

NLBX 9962

Details: wagon ‘NLBX 9962 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: BANANAS
Remarks: EX NLLF 9962 F
BSG Code: NXLZ

Capacity of 46 tonnes

NLBX 11313

26.10.1990 Reclassified from wagon ‘NLBX 11313 A’ to ’ wagon ‘NLBF 11313 U’.

NLBX 11372

26.10.1990 Reclassified from wagon ‘NLBX 11372 Q’ to ’ wagon ‘NLBF 11372 N’.

NLBX 11449

26.10.1990 Reclassified from wagon ‘NLBX 11449 Q’ to ’ wagon ‘NLBF 11449 N’.

NLBX 29426

Details: wagon ‘NLBX 29426 D’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLTX29426
BSG Code: NXLZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 29426 L’
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NLBX 29448

Details: wagon ‘NLBX 29448 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLTX 29448W
Wagon Width: 2609mm
Wagon Height: 2627mm
BSG Code: NXLZ

Capacity of 45 tonnes

10.10.1990 Repair ‘VEHICLE RECLASSIFY’.
10.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 29448 W’

NLBX 29488

Details: wagon ‘NLBX 29488 A’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLTX29488
BSG Code: NXLZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 29488 X’
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NLBX 31362

Details: wagon ‘NLBX 31362 S’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLTX31362
BSG Code: NXLZ

Capacity of 45 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31362 D’

NLBX 31370

12.05.1994 Reclassified from wagon ‘NLBX 31370 X’ to ’ wagon ‘NDRF 2309 H’.

NLBX 31378

02.12.1990 Repair ‘VEHICLE RECLASSIFY’.
02.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31378 T’
12.05.1994 Reclassified from wagon ‘NLBX 31378 L’ to ’ wagon ‘NDRF 2308 V’.

NLBX 31462

Details: wagon ‘NLBX 31462 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: BANANAS
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Remarks: EX NLTX 31462 K
BSG Code: NXLZ

Capacity of 46 tonnes

NLBX 31477

24.10.1990 Repair ‘VEHICLE RECLASSIFY’.
24.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31477 B’
27.03.1994 Reclassified from wagon ‘NLBX 31477 J’ to ’ wagon ‘NDRF 2310 D’.

2.453 Wagon classification starting with ‘NLC’

NLCX 2774

Details: wagon ‘NLCX 2774 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLCX 5209

Details: wagon ‘NLCX 5209 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX CLX 5209
Wagon Width: 2552mm
Wagon Height: 2488mm
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BSG Code: NXLZ

Capacity of 50 tonnes

NLCX 7945

Details: wagon ‘NLCX 7945 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLCX 9878

Details: wagon ‘NLCX 9878 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLCX 11146

Details: wagon ‘NLCX 11146 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXLZ

NLCX 11285

Details: wagon ‘NLCX 11285 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLCX 11491

Details: wagon ‘NLCX 11491 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

26.04.1990 Repair ‘HANDRAILS’.

NLCX 29457

Details: wagon ‘NLCX 29457 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLCX 29492

Details: wagon ‘NLCX 29492 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLCX 31400

Details: wagon ‘NLCX 31400 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

2.454 Wagon classification starting with ‘NLD’

NLDF 23161

15.08.1995 Reclassified from wagon ‘NLDF 23161 F’ to ’ wagon ‘RLDF 23161 J’.

NLDF 23162

29.09.1994 Reclassified from wagon ‘NLDF 23162 Y’ to ’ wagon ‘RLDF 23162 S’.

NLDF 23163

09.01.1995 Reclassified from wagon ‘NLDF 23163 A’ to ’ wagon ‘RLDF 23163 E’.
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NLDF 23164

02.03.1995 Reclassified from wagon ‘NLDF 23164 J’ to ’ wagon ‘RLDF 23164 N’.

NLDF 23165

27.08.1994 Reclassified from wagon ‘NLDF 23165 S’ to ’ wagon ‘RLDF 23165 W’.

NLDF 23166

Details: wagon ‘NLDF 23166 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23167

Details: wagon ‘NLDF 23167 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

01.02.1990 Repair ‘AXLEBOX’.

NLDF 23168

Details: wagon ‘NLDF 23168 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne

9366



2.454. Wagon classification starting with ‘NLD’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23169

11.11.1994 Reclassified from wagon ‘NLDF 23169 X’ to ’ wagon ‘RLDF 23169 M’.

NLDF 23170

15.08.1995 Reclassified from wagon ‘NLDF 23170 E’ to ’ wagon ‘RLDF 23170 X’.

NLDF 23171

25.10.1994 Reclassified from wagon ‘NLDF 23171 N’ to ’ wagon ‘RLDF 23171 R’.

NLDF 23172

Details: wagon ‘NLDF 23172 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23173

16.04.1995 Reclassified from wagon ‘NLDF 23173 X’ to ’ wagon ‘RLDF 23173 M’.

NLDF 23174

06.05.1991 Repair ‘HANDRAILS’.
12.10.1995 Reclassified from wagon ‘NLDF 23174 R’ to ’ wagon ‘RLDF 23174 V’.

NLDF 23175

18.04.1995 Reclassified from wagon ‘NLDF 23175 D’ to ’ wagon ‘RLDF 23175 H’.
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NLDF 23176

23.09.1995 Reclassified from wagon ‘NLDF 23176 M’ to ’ wagon ‘RLDF 23176 Q’.

NLDF 23177

06.05.1991 Repair ‘HANDRAILS’.
29.01.1996 Reclassified from wagon ‘NLDF 23177 V’ to ’ wagon ‘RLDF 23177 C’.

NLDF 23178

29.01.1996 Reclassified from wagon ‘NLDF 23178 H’ to ’ wagon ‘RLDF 23178 L’.

NLDF 23179

Details: wagon ‘NLDF 23179 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
BSG Code: NSLZ

Capacity of 48 tonnes

06.05.1991 Repair ‘HANDRAILS’.

NLDF 23180

24.04.1995 Reclassified from wagon ‘NLDF 23180 M’ to ’ wagon ‘RLDF 23180 Q’.

NLDF 23181

15.06.1995 Reclassified from wagon ‘NLDF 23181 V’ to ’ wagon ‘RLDF 23181 C’.

NLDF 23182

17.03.1995 Reclassified from wagon ‘NLDF 23182 H’ to ’ wagon ‘RLDF 23182 L’.

NLDF 23183

23.08.1995 Reclassified from wagon ‘NLDF 23183 Q’ to ’ wagon ‘RLDF 23183 U’.
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NLDF 23184

Details: wagon ‘NLDF 23184 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23185

28.11.1994 Reclassified from wagon ‘NLDF 23185 L’ to ’ wagon ‘RLDF 23185 P’.

NLDF 23186

12.10.1995 Reclassified from wagon ‘NLDF 23186 U’ to ’ wagon ‘RLDF 23186 B’.

NLDF 23187

Details: wagon ‘NLDF 23187 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
BSG Code: NSLZ

NLDF 23188

02.03.1995 Reclassified from wagon ‘NLDF 23188 P’ to ’ wagon ‘RLDF 23188 T’.

NLDF 23189

Details: wagon ‘NLDF 23189 B’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘BRAKE LEVER’.
19.07.1993 Repair ‘BRAKE PULL ROD’.

NLDF 23190

Details: wagon ‘NLDF 23190 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23191

Details: wagon ‘NLDF 23191 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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NLDF 23192

11.10.1990 Repair ‘SIDE STEP’.
09.03.1992 Repair ‘BOGIE SPRING’.
07.11.1994 Reclassified from wagon ‘NLDF 23192 P’ to ’ wagon ‘RLDF 23192 T’.

NLDF 23193

Details: wagon ‘NLDF 23193 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23194

23.02.1995 Reclassified from wagon ‘NLDF 23194 K’ to ’ wagon ‘RLDF 23194 Y’.

NLDF 23195

21.08.1995 Reclassified from wagon ‘NLDF 23195 T’ to ’ wagon ‘RLDF 23195 A’.

NLDF 23196

Details: wagon ‘NLDF 23196 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLDF 23197

28.11.1994 Reclassified from wagon ‘NLDF 23197 Y’ to ’ wagon ‘RLDF 23197 S’.
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NLDF 23198

Details: wagon ‘NLDF 23198 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
BSG Code: NSLZ

Capacity of 48 tonnes

NLDF 23199

06.05.1991 Repair ‘HANDRAILS’.
04.10.1994 Reclassified from wagon ‘NLDF 23199 J’ to ’ wagon ‘RLDF 23199 N’.

NLDF 23200

23.09.1995 Reclassified from wagon ‘NLDF 23200 B’ to ’ wagon ‘RLDF 23200 F’.

2.455 Wagon classification starting with ‘NLG’

NLGF 31553

26.01.1989 Reclassified from wagon ‘NLGF 31553 W’ to ’ wagon ‘NQZA 60411 V’.

NLGX 29429

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘AXLEBOX’.

NLGX 29431

11.12.1989 Reclassified from wagon ‘NLGX 29431 E’ to ’ wagon ‘NQZA 60446 V’.

NLGX 29433

19.06.1992 Reclassified from wagon ‘NLGX 29433 W’ to ’ wagon ‘NGFF 29433 G’.

NLGX 29447

17.04.1990 Reclassified from wagon ‘NLGX 29447 U’ to ’ wagon ‘NQZA 60415 L’.
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NLGX 29451

07.07.1989 Repair ‘HANDRAILS’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRANCH PIPE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.

NLGX 29452

Details: wagon ‘NLGX 29452 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX TLX
BSG Code: NXLZ

Capacity of 48 tonnes

NLGX 29453

17.04.1990 Reclassified from wagon ‘NLGX 29453 P’ to ’ wagon ‘NQZA 60405 D’.

NLGX 29454

26.06.1992 Reclassified from wagon ‘NLGX 29454 B’ to ’ wagon ‘NGFF 29454 X’.

NLGX 29458

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘WHEEL SET’.

NLGX 29466

19.12.1989 Repair ‘HANDRAILS’.

NLGX 29474

Details: wagon ‘NLGX 29474 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLGX 29479

11.12.1989 Reclassified from wagon ‘NLGX 29479 Q’ to ’ wagon ‘NQZA 60437 W’.

NLGX 29489

Details: wagon ‘NLGX 29489 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLGX 31377

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘DOOR OPENING MECHANISM’.

NLGX 31381

Details: wagon ‘NLGX 31381 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

04.10.1988 Reclassified from wagon ‘NLGX 31381 R’ to ’ wagon ‘NQZA 60382 K’.

NLGX 31383

Details: wagon ‘NLGX 31383 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX GLX 31383 G
Wagon Width: 2803mm
Wagon Height: 2565mm
BSG Code: NXLZ

Capacity of 48 tonnes

NLGX 31391

Details: wagon ‘NLGX 31391 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLGX 31397

13.05.1988 Reclassified from wagon ‘NLGX 31397 K’ to ’ wagon ‘NQZA 60368 C’.

NLGX 31398

11.12.1989 Reclassified from wagon ‘NLGX 31398 T’ to ’ wagon ‘NQZA 60438 X’.

NLGX 31408

Details: wagon ‘NLGX 31408 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLGX 31410

11.12.1989 Reclassified from wagon ‘NLGX 31410 F’ to ’ wagon ‘NQZA 60448 Q’.

NLGX 31414

07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NLGX 31423

Details: wagon ‘NLGX 31423 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

9376



2.455. Wagon classification starting with ‘NLG’

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

04.10.1988 Reclassified from wagon ‘NLGX 31423 R’ to ’ wagon ‘NQZA 60388 S’.

NLGX 31425

Details: wagon ‘NLGX 31425 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLGX 31427

24.06.1988 Reclassified from wagon ‘NLGX 31427 H’ to ’ wagon ‘NQZA 60377 B’.

NLGX 31431

01.08.1991 Reclassified from wagon ‘NLGX 31431 H’ to ’ wagon ‘NGFF 31431 Y’.

NLGX 31436

11.12.1989 Reclassified from wagon ‘NLGX 31436 G’ to ’ wagon ‘NQZA 60442 X’.
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NLGX 31442

Details: wagon ‘NLGX 31442 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLGX 31447

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.

NLGX 31449

08.11.1989 Repair ‘DOOR LOCK MECHANISM’.
08.11.1989 Repair ‘HANDRAILS’.

NLGX 31454

04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1990 Repair ‘BOGIE COMPLETE’.
04.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
04.08.1990 Repair ‘WHEEL SET’.

NLGX 31458

24.06.1988 Reclassified from wagon ‘NLGX 31458 R’ to ’ wagon ‘NQZA 60373 L’.

NLGX 31459

26.01.1989 Reclassified from wagon ‘NLGX 31459 D’ to ’ wagon ‘NQZA 60414 C’.

NLGX 31464

11.12.1989 Reclassified from wagon ‘NLGX 31464 M’ to ’ wagon ‘NQZA 60444 D’.
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NLGX 31471

08.11.1989 Repair ‘HANDRAILS’.

NLGX 31477

24.10.1990 Reclassified from wagon ‘NLGX 31477 B’ to ’ wagon ‘NLBX 31477 J’.

NLGX 31486

11.12.1989 Reclassified from wagon ‘NLGX 31486 A’ to ’ wagon ‘NQZA 60447 H’.

NLGX 31491

Details: wagon ‘NLGX 31491 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLGX 31492

24.06.1988 Reclassified from wagon ‘NLGX 31492 S’ to ’ wagon ‘NQZA 60370 H’.

NLGX 31493

13.05.1988 Reclassified from wagon ‘NLGX 31493 E’ to ’ wagon ‘NQZA 60367 Q’.

NLGX 31495

17.04.1990 Reclassified from wagon ‘NLGX 31495 W’ to ’ wagon ‘NQZA 60408 H’.

NLGX 31499

07.05.1992 Reclassified from wagon ‘NLGX 31499 M’ to ’ wagon ‘NGFF 31499 T’.
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NLGX 31502

Details: wagon ‘NLGX 31502 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLGX 31507

Details: wagon ‘NLGX 31507 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLGX 31508

28.06.1991 Reclassified from wagon ‘NLGX 31508 H’ to ’ wagon ‘NGGF 31508 R’.

NLGX 31509

01.07.1991 Reclassified from wagon ‘NLGX 31509 Q’ to ’ wagon ‘NGFF 31509 A’.

NLGX 31512

Details: wagon ‘NLGX 31512 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLGX 31514

21.06.1991 Reclassified from wagon ‘NLGX 31514 C’ to ’ wagon ‘NGFF 31514 J’.

NLGX 31515

Details: wagon ‘NLGX 31515 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

04.10.1988 Reclassified from wagon ‘NLGX 31515 L’ to ’ wagon ‘NQZA 60396 X’.

NLGX 31517

Details: wagon ‘NLGX 31517 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ
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Capacity of 56 tonnes

NLGX 31522

11.12.1989 Reclassified from wagon ‘NLGX 31522 P’ to ’ wagon ‘NQZA 60449 C’.

NLGX 31523

29.05.1992 Reclassified from wagon ‘NLGX 31523 B’ to ’ wagon ‘NGFF 31523 X’.

NLGX 31525

21.06.1991 Reclassified from wagon ‘NLGX 31525 T’ to ’ wagon ‘NGFF 31525 D’.

NLGX 31527

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BEARINGS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘SIDE BEARER’.

NLGX 31528

24.06.1988 Reclassified from wagon ‘NLGX 31528 A’ to ’ wagon ‘NQZA 60372 C’.

NLGX 31534

Details: wagon ‘NLGX 31534 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

04.10.1988 Reclassified from wagon ‘NLGX 31534 S’ to ’ wagon ‘NQZA 60393 E’.
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NLGX 31535

Details: wagon ‘NLGX 31535 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

26.10.1988 Reclassified from wagon ‘NLGX 31535 E’ to ’ wagon ‘NQZA 60404 R’.

NLGX 31537

24.06.1988 Reclassified from wagon ‘NLGX 31537 W’ to ’ wagon ‘NQZA 60375 G’.

NLGX 31545

28.06.1991 Reclassified from wagon ‘NLGX 31545 M’ to ’ wagon ‘NGFF 31545 T’.

NLGX 31554

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.

NLGX 31555

11.12.1989 Reclassified from wagon ‘NLGX 31555 U’ to ’ wagon ‘NQZA 60440 N’.

2.456 Wagon classification starting with ‘NLH’

NLHX 29553

Details: wagon ‘NLHX 29553 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29557

Details: wagon ‘NLHX 29557 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 48 tonnes

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘TOP CENTRE PLATE’.

NLHX 29558

Details: wagon ‘NLHX 29558 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29565

26.02.1991 Reclassified from wagon ‘NLHX 29565 F’ to ’ wagon ‘NDMF 14 Y’.
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NLHX 29571

Details: wagon ‘NLHX 29571 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

04.10.1988 Reclassified from wagon ‘NLHX 29571 A’ to ’ wagon ‘NQZA 60391 J’.

NLHX 29572

24.12.1991 Reclassified from wagon ‘NLHX 29572 J’ to ’ wagon ‘NLTX 29572 W’.

NLHX 29574

Details: wagon ‘NLHX 29574 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29575

Details: wagon ‘NLHX 29575 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 48 tonnes

NLHX 29582

Details: wagon ‘NLHX 29582 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

26.10.1988 Reclassified from wagon ‘NLHX 29582 R’ to ’ wagon ‘NQZA 60401 N’.

NLHX 29587

09.08.1991 Reclassified from wagon ‘NLHX 29587 Q’ to ’ wagon ‘NLTX 29587 G’.

NLHX 29589

Details: wagon ‘NLHX 29589 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29590

Details: wagon ‘NLHX 29590 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 48 tonnes

NLHX 29591

Details: wagon ‘NLHX 29591 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

24.04.1990 Repair ‘DOOR COMPLETE’.

NLHX 29593

Details: wagon ‘NLHX 29593 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29598

Details: wagon ‘NLHX 29598 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2311mm
Wagon Height: 2279mm
BSG Code: NXLZ

Capacity of 48 tonnes

NLHX 29601

Details: wagon ‘NLHX 29601 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 48 tonnes
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NLHX 29603

05.05.1992 Reclassified from wagon ‘NLHX 29603 P’ to ’ wagon ‘NLTX 29603 F’.

NLHX 29605

Details: wagon ‘NLHX 29605 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29609

Details: wagon ‘NLHX 29609 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLHX 29611

Details: wagon ‘NLHX 29611 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ
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NLHX 29620

Details: wagon ‘NLHX 29620 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 48 tonnes

NLHX 29621

Details: wagon ‘NLHX 29621 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLHX 29624

21.01.1991 Repair ‘HANDRAILS’.
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
23.03.1993 Reclassified from wagon ‘NLHX 29624 R’ to ’ wagon ‘WNSW 2704 V’.

9390



2.457. Wagon classification starting with ‘NLJ’

2.457 Wagon classification starting with ‘NLJ’

NLJX 33801

11.03.1988 Reclassified from wagon ‘NLJX 33801 J’ to ’ wagon ‘NQRX 60248 B’.

NLJX 33805

Details: wagon ‘NLJX 33805 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLJX 33806

Details: wagon ‘NLJX 33806 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33807

Details: wagon ‘NLJX 33807 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BRANCH PIPE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.

NLJX 33809

13.04.1988 Reclassified from wagon ‘NLJX 33809 M’ to ’ wagon ‘NQRX 60246 G’.

NLJX 33811

Details: wagon ‘NLJX 33811 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

18.06.1993 Repair ‘HANDRAILS’.

NLJX 33816

Details: wagon ‘NLJX 33816 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ
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NLJX 33819

Details: wagon ‘NLJX 33819 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘DOOR COMPLETE’.

NLJX 33820

Details: wagon ‘NLJX 33820 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLJX 33821

Details: wagon ‘NLJX 33821 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33822

10.11.1987 Reclassified from wagon ‘NLJX 33822 L’ to ’ wagon ‘NLTX 33822 S’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.

NLJX 33825

18.04.1988 Reclassified from wagon ‘NLJX 33825 P’ to ’ wagon ‘NQRX 60254 T’.

NLJX 33826

12.07.1988 Reclassified from wagon ‘NLJX 33826 B’ to ’ wagon ‘NQRX 60257 A’.

NLJX 33829

21.06.1989 Reclassified from wagon ‘NLJX 33829 F’ to ’ wagon ‘NQRX 60423 A’.

NLJX 33831

Details: wagon ‘NLJX 33831 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33832

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘DOOR FRAME’.
29.11.1989 Repair ‘DOOR LOCK MECHANISM’.
29.11.1989 Repair ‘DOOR OPENING MECHANISM’.
29.11.1989 Repair ‘DOOR SLIDE RAIL’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
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NLJX 33833

11.07.1988 Reclassified from wagon ‘NLJX 33833 F’ to ’ wagon ‘NQRX 60267 X’.

NLJX 33835

Details: wagon ‘NLJX 33835 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33836

Details: wagon ‘NLJX 33836 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

24.06.1988 Reclassified from wagon ‘NLJX 33836 J’ to ’ wagon ‘NQRX 60264 E’.

NLJX 33838

29.10.1989 Repair ‘COUPLER KNUCKLE’.
29.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
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NLJX 33839

Details: wagon ‘NLJX 33839 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33840

Details: wagon ‘NLJX 33840 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

06.01.1992 Repair ‘END BRAKE COCK’.
06.01.1992 Repair ‘TRAIN PIPE (END)’.
10.05.1992 Repair ‘HANDRAILS’.

NLJX 33842

Details: wagon ‘NLJX 33842 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ
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NLJX 33844

Details: wagon ‘NLJX 33844 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33846

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.

NLJX 33847

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘COUPLER COMPLETE’.
19.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘YOKE COMPLETE’.

NLJX 33850

Details: wagon ‘NLJX 33850 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ
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04.04.1990 Repair ‘HANDRAILS’.
05.04.1990 Repair ‘DOOR COMPLETE’.

NLJX 33852

Details: wagon ‘NLJX 33852 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.08.1989 Repair ‘COUPLER KNUCKLE’.
25.08.1989 Repair ‘EMPTY LOAD VALVE’.
25.08.1989 Repair ‘GRADE CONTROL VALVE’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NLJX 33854

16.06.1989 Reclassified from wagon ‘NLJX 33854 H’ to ’ wagon ‘NQRY 60425 W’.

NLJX 33856

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
09.06.1990 Repair ‘HANDRAILS’.

NLJX 33857

Details: wagon ‘NLJX 33857 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33858

Details: wagon ‘NLJX 33858 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

19.04.1990 Repair ‘DOOR COMPLETE’.

NLJX 33859

04.10.1988 Reclassified from wagon ‘NLJX 33859 G’ to ’ wagon ‘NQRX 60274 M’.

NLJX 33861

Details: wagon ‘NLJX 33861 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

04.11.1989 Repair ‘WHEEL SET’.
22.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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NLJX 33863

Details: wagon ‘NLJX 33863 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘END BRAKE COCK’.

NLJX 33868

Details: wagon ‘NLJX 33868 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

24.06.1988 Reclassified from wagon ‘NLJX 33868 F’ to ’ wagon ‘NQRX 60265 N’.

NLJX 33869

09.11.1987 Reclassified from wagon ‘NLJX 33869 Y’ to ’ wagon ‘NQRX 60236 V’.

NLJX 33870

Details: wagon ‘NLJX 33870 K’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

01.03.1992 Repair ‘HANDRAILS’.

NLJX 33873

Details: wagon ‘NLJX 33873 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33874

13.05.1988 Reclassified from wagon ‘NLJX 33874 A’ to ’ wagon ‘NQRX 60259 S’.

NLJX 33875

Details: wagon ‘NLJX 33875 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ
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NLJX 33877

26.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NLJX 33880

Details: wagon ‘NLJX 33880 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33881

Details: wagon ‘NLJX 33881 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33883

Details: wagon ‘NLJX 33883 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLJX 33884

Details: wagon ‘NLJX 33884 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.

NLJX 33885

17.04.1990 Repair ‘BRAKE BLOCK RB95’.

NLJX 33886

Details: wagon ‘NLJX 33886 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

11.07.1988 Reclassified from wagon ‘NLJX 33886 D’ to ’ wagon ‘NQRX 60268 R’.

NLJX 33887

03.04.1990 Repair ‘DOOR COMPLETE’.

NLJX 33888

15.06.1989 Reclassified from wagon ‘NLJX 33888 V’ to ’ wagon ‘NQRX 60422 Y’.

NLJX 33892

Details: wagon ‘NLJX 33892 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.

NLJX 33893

24.06.1988 Reclassified from wagon ‘NLJX 33893 H’ to ’ wagon ‘NQRX 60263 S’.

NLJX 33894

13.05.1988 Reclassified from wagon ‘NLJX 33894 Q’ to ’ wagon ‘NQRX 60258 J’.

NLJX 33895

07.12.1988 Reclassified from wagon ‘NLJX 33895 C’ to ’ wagon ‘NQRX 60421 F’.

NLJX 33896

10.11.1987 Reclassified from wagon ‘NLJX 33896 L’ to ’ wagon ‘NLTX 33896 S’.
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NLJX 33897

24.03.1988 Reclassified from wagon ‘NLJX 33897 U’ to ’ wagon ‘NQRX 60252 B’.

NLJX 33900

Details: wagon ‘NLJX 33900 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NLJX 33903

Details: wagon ‘NLJX 33903 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

10.08.1988 Reclassified from wagon ‘NLJX 33903 L’ to ’ wagon ‘NQRX 60272 R’.
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NLJX 33904

Details: wagon ‘NLJX 33904 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

08.08.1988 Reclassified from wagon ‘NLJX 33904 U’ to ’ wagon ‘NQRX 60273 D’.

NLJX 33905

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NLJX 33906

Details: wagon ‘NLJX 33906 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NLJX 33909

Details: wagon ‘NLJX 33909 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33910

Details: wagon ‘NLJX 33910 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33911

24.06.1988 Reclassified from wagon ‘NLJX 33911 B’ to ’ wagon ‘NQRX 60262 J’.

NLJX 33913

10.12.1989 Repair ‘SIDE STEP’.

NLJX 33916

11.10.1990 Repair ‘BRAKE PULL ROD’.

NLJX 33917

09.11.1987 Reclassified from wagon ‘NLJX 33917 J’ to ’ wagon ‘NQRX 60235 M’.
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NLJX 33919

Details: wagon ‘NLJX 33919 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33923

22.02.1991 Repair ‘HANDRAILS’.

NLJX 33924

Details: wagon ‘NLJX 33924 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33925

Details: wagon ‘NLJX 33925 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ
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NLJX 33926

Details: wagon ‘NLJX 33926 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

11.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NLJX 33927

07.10.1989 Reclassified from wagon ‘NLJX 33927 R’ to ’ wagon ‘NBJX 33927 U’.

NLJX 33928

07.02.1991 Repair ‘HANDRAILS’.

NLJX 33929

Details: wagon ‘NLJX 33929 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

11.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘SIDE STEP’.
21.11.1991 Repair ‘BRAKE BLOCK RB95’.

NLJX 33931

09.12.1987 Reclassified from wagon ‘NLJX 33931 R’ to ’ wagon ‘NQRX 60238 Q’.

9409



2. TIMS GROUP INFORMATION - WAGONS

NLJX 33932

Details: wagon ‘NLJX 33932 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1990 Repair ‘BRAKE LEVER’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NLJX 33933

Details: wagon ‘NLJX 33933 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

NLJX 33935

Details: wagon ‘NLJX 33935 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

24.06.1988 Reclassified from wagon ‘NLJX 33935 H’ to ’ wagon ‘NQRX 60266 W’.

NLJY 33803

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE PIN’.
29.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NLJY 33804

26.06.1989 Reclassified from wagon ‘NLJY 33804 R’ to ’ wagon ‘NQRX 60424 J’.

NLJY 33814

Details: wagon ‘NLJY 33814 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLJY 33815

Details: wagon ‘NLJY 33815 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSLZ

NLJY 33853

Details: wagon ‘NLJY 33853 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLJY 33912

Details: wagon ‘NLJY 33912 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.09.1990 Repair ‘HANDRAILS’.

2.458 Wagon classification starting with ‘NLK’

NLKF 18604

Details: wagon ‘NLKF 18604 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKF 18606

Details: wagon ‘NLKF 18606 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKF 18613

Details: wagon ‘NLKF 18613 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKF 18615

Details: wagon ‘NLKF 18615 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKF 18622

Details: wagon ‘NLKF 18622 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18551

Details: wagon ‘NLKY 18551 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

24.06.1991 Repair ‘HANDRAILS’.

NLKY 18552

Details: wagon ‘NLKY 18552 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.

NLKY 18553

Details: wagon ‘NLKY 18553 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘SIDE STEP’.
20.03.1990 Repair ‘TRAIN PIPE’.

NLKY 18554

03.12.1991 Reclassified from wagon ‘NLKY 18554 N’ to ’ wagon ‘NLPY 18554 F’.

NLKY 18555

Details: wagon ‘NLKY 18555 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

22.04.1991 Repair ‘HANDRAILS’.

NLKY 18556

Details: wagon ‘NLKY 18556 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18557

Details: wagon ‘NLKY 18557 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

01.07.1991 Repair ‘HANDRAILS’.

NLKY 18558

Details: wagon ‘NLKY 18558 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
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Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18559

Details: wagon ‘NLKY 18559 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18560

Details: wagon ‘NLKY 18560 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

09.09.1991 Repair ‘HANDRAILS’.

NLKY 18561

Details: wagon ‘NLKY 18561 R’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18562

Details: wagon ‘NLKY 18562 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18563

Details: wagon ‘NLKY 18563 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

21.06.1990 Repair ‘HANDRAILS’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘HANDRAILS’.

NLKY 18565

Details: wagon ‘NLKY 18565 H’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18566

Details: wagon ‘NLKY 18566 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18567

Details: wagon ‘NLKY 18567 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

18.11.1989 Repair ‘HANDRAILS’.
18.11.1989 Repair ‘SIDE STEP’.

NLKY 18569

Details: wagon ‘NLKY 18569 U’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

13.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Repair ‘SIDE STEP’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1990 Repair ‘WHEEL SET’.
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1991 Repair ‘HANDRAILS’.

NLKY 18570

Details: wagon ‘NLKY 18570 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

14.07.1989 Repair ‘SIDE STEP’.

NLKY 18571

Details: wagon ‘NLKY 18571 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18572

Details: wagon ‘NLKY 18572 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

14.07.1989 Repair ‘SIDE STEP’.
15.09.1989 Repair ‘SIDE STEP’.
01.02.1990 Repair ‘SIDE STEP’.
15.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1990 Repair ‘HANDRAILS’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.

NLKY 18574

28.09.1987 Reclassified from wagon ‘NLKY 18574 G’ to ’ wagon ‘NLNY 18574 P’.

NLKY 18575

Details: wagon ‘NLKY 18575 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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18.04.1994 Repair ‘VEHICLE COMPLETE’.

NLKY 18576

Details: wagon ‘NLKY 18576 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18577

Details: wagon ‘NLKY 18577 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18578

Details: wagon ‘NLKY 18578 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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27.05.1991 Repair ‘HANDRAILS’.
27.05.1991 Repair ‘HANDRAILS’.

NLKY 18579

Details: wagon ‘NLKY 18579 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18580

Details: wagon ‘NLKY 18580 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

11.08.1991 Repair ‘HANDRAILS’.

NLKY 18581

Details: wagon ‘NLKY 18581 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

23.11.1989 Repair ‘END HOSE’.

NLKY 18582

Details: wagon ‘NLKY 18582 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18583

Details: wagon ‘NLKY 18583 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

28.10.1991 Repair ‘SIDE STEP’.

NLKY 18584

Details: wagon ‘NLKY 18584 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18585

Details: wagon ‘NLKY 18585 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18586

Details: wagon ‘NLKY 18586 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘CENTRE SILL’.
31.07.1989 Repair ‘FLOOR SUPPORT’.
31.07.1989 Repair ‘SIDE STEP’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1990 Repair ‘SIDE STEP’.
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NLKY 18587

Details: wagon ‘NLKY 18587 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

15.02.1990 Repair ‘HANDRAILS’.

NLKY 18588

Details: wagon ‘NLKY 18588 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

27.05.1991 Repair ‘HANDRAILS’.

NLKY 18589

13.04.1990 Repair ‘BRAKE BLOCK RB95’.

NLKY 18590

Details: wagon ‘NLKY 18590 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18591

Details: wagon ‘NLKY 18591 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

09.11.1989 Repair ‘HANDRAILS’.

NLKY 18592

Details: wagon ‘NLKY 18592 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘HANDRAILS’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.

NLKY 18593

Details: wagon ‘NLKY 18593 N’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘COUPLER KNUCKLE’.
09.07.1991 Repair ‘EMPTY LOAD VALVE’.
09.07.1991 Repair ‘GRADE CONTROL VALVE’.
09.07.1991 Repair ‘HANDRAILS’.

NLKY 18594

Details: wagon ‘NLKY 18594 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18595

Details: wagon ‘NLKY 18595 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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NLKY 18596

16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Repair ‘HANDRAILS END’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘DOOR COVERING’.
20.08.1990 Repair ‘END HOSE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘END BRAKE COCK’.
03.12.1991 Reclassified from wagon ‘NLKY 18596 R’ to ’ wagon ‘NLPY 18596 J’.

NLKY 18597

Details: wagon ‘NLKY 18597 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

22.04.1991 Repair ‘HANDRAILS’.

NLKY 18598

08.10.1987 Reclassified from wagon ‘NLKY 18598 M’ to ’ wagon ‘NLNY 18598 V’.

NLKY 18599

Details: wagon ‘NLKY 18599 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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NLKY 18600

Details: wagon ‘NLKY 18600 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18601

Details: wagon ‘NLKY 18601 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

01.02.1992 Repair ‘SIDE STEP’.
03.02.1992 Repair ‘HANDRAILS’.

NLKY 18603

08.10.1987 Reclassified from wagon ‘NLKY 18603 R’ to ’ wagon ‘NLNY 18603 D’.

NLKY 18605

Details: wagon ‘NLKY 18605 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18607

Details: wagon ‘NLKY 18607 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18608

03.12.1991 Reclassified from wagon ‘NLKY 18608 Q’ to ’ wagon ‘NLPY 18608 X’.

NLKY 18609

Details: wagon ‘NLKY 18609 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18611

Details: wagon ‘NLKY 18611 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

27.02.1990 Repair ‘HANDRAILS’.
19.03.1990 Repair ‘HANDRAILS’.
20.12.1990 Repair ‘HANDRAILS’.

NLKY 18612

Details: wagon ‘NLKY 18612 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BRANCH PIPE’.
09.07.1991 Repair ‘RELAY VALVE’.
09.07.1991 Repair ‘TRAIN PIPE (END)’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.

NLKY 18614

Details: wagon ‘NLKY 18614 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NLKY 18616

Details: wagon ‘NLKY 18616 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18617

Details: wagon ‘NLKY 18617 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18618

Details: wagon ‘NLKY 18618 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSLZ

17.03.1990 Repair ‘STEP’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘STEP’.
04.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1990 Repair ‘END HOSE’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.

NLKY 18619

Details: wagon ‘NLKY 18619 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18620

Details: wagon ‘NLKY 18620 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18621

Details: wagon ‘NLKY 18621 P’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18624

Details: wagon ‘NLKY 18624 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18625

Details: wagon ‘NLKY 18625 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Repair ‘HANDRAILS’.
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NLKY 18626

Details: wagon ‘NLKY 18626 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18627

Details: wagon ‘NLKY 18627 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

09.09.1991 Repair ‘HANDRAILS’.

NLKY 18628

Details: wagon ‘NLKY 18628 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ
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NLKY 18629

08.10.1987 Reclassified from wagon ‘NLKY 18629 S’ to ’ wagon ‘NLNY 18629 E’.

NLKY 18630

08.10.1987 Reclassified from wagon ‘NLKY 18630 Y’ to ’ wagon ‘NLNY 18630 A’.

NLKY 18631

Details: wagon ‘NLKY 18631 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18632

Details: wagon ‘NLKY 18632 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

NLKY 18633

Details: wagon ‘NLKY 18633 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘BRAKE LEVER’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘HANDRAILS’.
05.01.1990 Repair ‘HANDRAILS END’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘SIDE STEP’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.

NLKY 18634

16.12.1992 Reclassified from wagon ‘NLKY 18634 E’ to ’ wagon ‘NLUY 18634 L’.

NLKY 18635

18.08.1989 Repair ‘WHEEL SET’.
22.12.1992 Reclassified from wagon ‘NLKY 18635 N’ to ’ wagon ‘NLUY 18635 U’.

NLKY 18636

31.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1992 Reclassified from wagon ‘NLKY 18636 W’ to ’ wagon ‘NLUY 18636 G’.

NLKY 18637

24.02.1993 Reclassified from wagon ‘NLKY 18637 X’ to ’ wagon ‘NLUY 18637 P’.

NLKY 18638

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘SIDE STEP’.
16.12.1992 Reclassified from wagon ‘NLKY 18638 R’ to ’ wagon ‘NLUY 18638 B’.

NLKY 18639

05.12.1992 Reclassified from wagon ‘NLKY 18639 D’ to ’ wagon ‘NLUY 18639 K’.
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NLKY 18641

Details: wagon ‘NLKY 18641 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18641 X—EX NLUY 18641 P
BSG Code: NSLZ

Capacity of 47 tonnes

07.06.1990 Repair ‘HANDRAILS’.
21.10.1992 Reclassified from wagon ‘NLKY 18641 X’ to ’ wagon ‘NLUY 18641 P’.
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18641 T’
14.05.1996 Repair ‘VEHICLE RECLASSIFY’.
14.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18641 T’

NLKY 18642

24.06.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Reclassified from wagon ‘NLKY 18642 R’ to ’ wagon ‘NLUY 18642 B’.

NLKY 18643

02.03.1990 Repair ‘HANDRAILS’.
12.11.1990 Repair ‘END BRAKE COCK’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1993 Reclassified from wagon ‘NLKY 18643 D’ to ’ wagon ‘NLUY 18643 K’.

NLKY 18644

05.01.1993 Reclassified from wagon ‘NLKY 18644 M’ to ’ wagon ‘NLUY 18644 T’.
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NLKY 18645

22.12.1992 Reclassified from wagon ‘NLKY 18645 V’ to ’ wagon ‘NLUY 18645 F’.

NLKY 18646

03.12.1991 Reclassified from wagon ‘NLKY 18646 H’ to ’ wagon ‘NLPY 18646 W’.

NLKY 18647

20.01.1993 Reclassified from wagon ‘NLKY 18647 Q’ to ’ wagon ‘NLUY 18647 A’.

NLKY 18649

17.09.1992 Reclassified from wagon ‘NLKY 18649 L’ to ’ wagon ‘NLUY 18649 S’.

NLKY 18650

21.10.1992 Reclassified from wagon ‘NLKY 18650 H’ to ’ wagon ‘NLUY 18650 Y’.

NLKY 18651

05.10.1990 Repair ‘HANDBRAKE HANDLE’.
05.10.1990 Repair ‘HANDRAILS’.
04.11.1992 Reclassified from wagon ‘NLKY 18651 Q’ to ’ wagon ‘NLUY 18651 A’.

NLKY 18652

01.07.1992 Reclassified from wagon ‘NLKY 18652 C’ to ’ wagon ‘NLUY 18652 J’.

NLKY 18653

21.10.1992 Reclassified from wagon ‘NLKY 18653 L’ to ’ wagon ‘NLUY 18653 S’.

NLKY 18654

12.12.1992 Reclassified from wagon ‘NLKY 18654 U’ to ’ wagon ‘NLUY 18654 E’.

NLKY 18655

24.11.1992 Reclassified from wagon ‘NLKY 18655 G’ to ’ wagon ‘NLUY 18655 N’.

NLKY 18657

12.01.1993 Reclassified from wagon ‘NLKY 18657 B’ to ’ wagon ‘NLUY 18657 X’.

NLKY 18658

03.12.1992 Reclassified from wagon ‘NLKY 18658 K’ to ’ wagon ‘NLUY 18658 R’.
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NLKY 18659

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘DOOR LOCK MECHANISM’.
08.09.1989 Repair ‘HANDRAILS’.
09.11.1989 Repair ‘HANDRAILS’.
03.02.1993 Reclassified from wagon ‘NLKY 18659 T’ to ’ wagon ‘NLUY 18659 D’.

NLKY 18660

05.11.1991 Repair ‘HANDRAILS’.
30.10.1992 Reclassified from wagon ‘NLKY 18660 P’ to ’ wagon ‘NLUY 18660 W’.

NLKY 18661

22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘DOOR OPENING MECHANISM’.
22.06.1991 Repair ‘EMPTY LOAD VALVE’.
22.06.1991 Repair ‘END HOSE’.
22.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Reclassified from wagon ‘NLKY 18661 B’ to ’ wagon ‘NLUY 18661 X’.

NLKY 18662

20.01.1993 Reclassified from wagon ‘NLKY 18662 K’ to ’ wagon ‘NLUY 18662 R’.

NLKY 18663

12.11.1992 Reclassified from wagon ‘NLKY 18663 T’ to ’ wagon ‘NLUY 18663 D’.

NLKY 18664

26.06.1992 Reclassified from wagon ‘NLKY 18664 F’ to ’ wagon ‘NLUY 18664 M’.

NLKY 18665

02.03.1993 Reclassified from wagon ‘NLKY 18665 Y’ to ’ wagon ‘NLUY 18665 V’.

NLKY 18666

01.12.1990 Repair ‘HANDRAILS’.
10.11.1992 Reclassified from wagon ‘NLKY 18666 A’ to ’ wagon ‘NLUY 18666 H’.

NLKY 18667

24.10.1991 Repair ‘HANDRAILS’.
23.02.1993 Reclassified from wagon ‘NLKY 18667 J’ to ’ wagon ‘NLUY 18667 Q’.
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NLKY 18669

26.10.1989 Repair ‘DOOR FRAME’.
26.10.1989 Repair ‘WEAR PLATES & SADDLES’.
26.03.1990 Repair ‘SIDE STEP’.
18.12.1992 Reclassified from wagon ‘NLKY 18669 E’ to ’ wagon ‘NLUY 18669 L’.

NLKY 18670

16.12.1992 Reclassified from wagon ‘NLKY 18670 A’ to ’ wagon ‘NLUY 18670 H’.

NLKY 18671

03.05.1993 Reclassified from wagon ‘NLKY 18671 J’ to ’ wagon ‘NLUY 18671 Q’.

NLKY 18672

07.10.1992 Reclassified from wagon ‘NLKY 18672 S’ to ’ wagon ‘NLUY 18672 C’.

NLKY 18673

06.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘DOOR OPENING MECHANISM’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘SIDE STEP’.
25.01.1993 Reclassified from wagon ‘NLKY 18673 E’ to ’ wagon ‘NLUY 18673 L’.

NLKY 18674

09.11.1989 Repair ‘HANDRAILS’.
23.02.1993 Reclassified from wagon ‘NLKY 18674 N’ to ’ wagon ‘NLUY 18674 U’.

NLKY 18675

08.10.1987 Reclassified from wagon ‘NLKY 18675 W’ to ’ wagon ‘NLNY 18675 X’.

NLKY 18676

29.06.1990 Repair ‘END HOSE’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
09.01.1991 Repair ‘HANDRAILS’.
28.02.1991 Repair ‘SIDE STEP’.
02.03.1992 Repair ‘DOOR OPENING MECHANISM’.
13.11.1992 Reclassified from wagon ‘NLKY 18676 X’ to ’ wagon ‘NLUY 18676 P’.
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NLKY 18677

21.09.1990 Repair ‘END HOSE’.
23.11.1990 Repair ‘END BRAKE COCK’.
02.03.1993 Reclassified from wagon ‘NLKY 18677 R’ to ’ wagon ‘NLUY 18677 B’.

NLKY 18678

05.11.1992 Reclassified from wagon ‘NLKY 18678 D’ to ’ wagon ‘NLUY 18678 K’.

NLKY 18679

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘HANDRAILS END’.
13.11.1992 Reclassified from wagon ‘NLKY 18679 M’ to ’ wagon ‘NLUY 18679 T’.

NLKY 18680

05.02.1990 Repair ‘SIDE STEP’.
31.07.1992 Reclassified from wagon ‘NLKY 18680 X’ to ’ wagon ‘NLUY 18680 P’.

NLKY 18682

21.10.1992 Reclassified from wagon ‘NLKY 18682 D’ to ’ wagon ‘NLUY 18682 K’.

NLKY 18683

18.01.1990 Repair ‘END HOSE’.
15.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1990 Repair ‘HANDRAILS’.
28.11.1992 Reclassified from wagon ‘NLKY 18683 M’ to ’ wagon ‘NLUY 18683 T’.

NLKY 18685

25.11.1992 Reclassified from wagon ‘NLKY 18685 H’ to ’ wagon ‘NLUY 18685 Y’.

NLKY 18686

21.05.1991 Repair ‘HANDRAILS’.
21.05.1991 Repair ‘HANDRAILS’.
02.02.1993 Reclassified from wagon ‘NLKY 18686 Q’ to ’ wagon ‘NLUY 18686 A’.

NLKY 18687

23.02.1993 Reclassified from wagon ‘NLKY 18687 C’ to ’ wagon ‘NLUY 18687 J’.

NLKY 18688

13.11.1992 Reclassified from wagon ‘NLKY 18688 L’ to ’ wagon ‘NLUY 18688 S’.
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NLKY 18689

17.06.1991 Repair ‘HANDRAILS’.
26.06.1992 Reclassified from wagon ‘NLKY 18689 U’ to ’ wagon ‘NLUY 18689 E’.

NLKY 18690

08.10.1987 Reclassified from wagon ‘NLKY 18690 Q’ to ’ wagon ‘NLNY 18690 C’.

NLKY 18691

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Reclassified from wagon ‘NLKY 18691 C’ to ’ wagon ‘NLWY 18691 P’.

NLKY 18692

11.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1991 Reclassified from wagon ‘NLKY 18692 L’ to ’ wagon ‘NLPY 18692 D’.

NLKY 18694

19.09.1989 Repair ‘STEP’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘HANDRAILS’.
22.03.1991 Repair ‘HANDRAILS END’.
22.03.1991 Repair ‘SIDE STEP’.
03.12.1991 Reclassified from wagon ‘NLKY 18694 G’ to ’ wagon ‘NLPY 18694 V’.

NLKY 18695

24.10.1992 Reclassified from wagon ‘NLKY 18695 P’ to ’ wagon ‘NLWY 18695 F’.

NLKY 18696

29.09.1989 Repair ‘HANDRAILS’.
21.05.1991 Repair ‘HANDRAILS’.
03.12.1991 Reclassified from wagon ‘NLKY 18696 B’ to ’ wagon ‘NLPY 18696 Q’.

NLKY 18697

28.04.1993 Reclassified from wagon ‘NLKY 18697 K’ to ’ wagon ‘NLWY 18697 A’.

NLKY 18698

06.03.1993 Reclassified from wagon ‘NLKY 18698 T’ to ’ wagon ‘NLWY 18698 J’.
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NLKY 18699

20.07.1992 Repair ‘HANDRAILS’.
12.01.1993 Reclassified from wagon ‘NLKY 18699 F’ to ’ wagon ‘NLWY 18699 S’.

NLKY 18700

22.04.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18700 U’ to ’ wagon ‘NLWY 18700 K’.

NLKY 18701

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18701 G’ to ’ wagon ‘NLWY 18701 T’.

NLKY 18702

24.01.1992 Reclassified from wagon ‘NLKY 18702 P’ to ’ wagon ‘NLWY 18702 F’.

NLKY 18703

24.01.1992 Reclassified from wagon ‘NLKY 18703 B’ to ’ wagon ‘NLWY 18703 Y’.

NLKY 18704

24.01.1992 Reclassified from wagon ‘NLKY 18704 K’ to ’ wagon ‘NLWY 18704 A’.

NLKY 18705

24.01.1992 Reclassified from wagon ‘NLKY 18705 T’ to ’ wagon ‘NLWY 18705 J’.

NLKY 18706

29.07.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18706 F’ to ’ wagon ‘NLWY 18706 S’.

NLKY 18707

09.06.1990 Repair ‘END HOSE’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Repair ‘END BRAKE COCK’.
13.09.1990 Repair ‘TRAIN PIPE (END)’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘WHEEL SET’.
14.09.1990 Repair ‘WHEEL SET’.
24.01.1992 Reclassified from wagon ‘NLKY 18707 Y’ to ’ wagon ‘NLWY 18707 E’.
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NLKY 18708

10.08.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18708 A’ to ’ wagon ‘NLWY 18708 N’.

NLKY 18709

12.01.1990 Repair ‘HANDRAILS’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘HANDRAILS’.
28.05.1990 Repair ‘TRAIN PIPE (END)’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1992 Reclassified from wagon ‘NLKY 18709 J’ to ’ wagon ‘NLWY 18709 W’.

NLKY 18710

26.08.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18710 F’ to ’ wagon ‘NLWY 18710 S’.

NLKY 18711

24.01.1992 Reclassified from wagon ‘NLKY 18711 Y’ to ’ wagon ‘NLWY 18711 E’.

NLKY 18712

24.01.1992 Reclassified from wagon ‘NLKY 18712 A’ to ’ wagon ‘NLWY 18712 N’.

NLKY 18713

24.01.1992 Reclassified from wagon ‘NLKY 18713 J’ to ’ wagon ‘NLWY 18713 W’.

NLKY 18714

24.01.1992 Reclassified from wagon ‘NLKY 18714 S’ to ’ wagon ‘NLWY 18714 X’.

NLKY 18715

24.01.1992 Reclassified from wagon ‘NLKY 18715 E’ to ’ wagon ‘NLWY 18715 R’.

NLKY 18716

24.01.1992 Reclassified from wagon ‘NLKY 18716 N’ to ’ wagon ‘NLWY 18716 D’.

NLKY 18717

24.01.1992 Reclassified from wagon ‘NLKY 18717 W’ to ’ wagon ‘NLWY 18717 M’.

NLKY 18718

24.01.1992 Reclassified from wagon ‘NLKY 18718 X’ to ’ wagon ‘NLWY 18718 V’.
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NLKY 18719

25.05.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18719 R’ to ’ wagon ‘NLWY 18719 H’.

NLKY 18720

10.08.1991 Repair ‘HANDRAILS’.
01.10.1991 Repair ‘DOOR OPENING MECHANISM’.

NLKY 18722

23.05.1991 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18722 X’ to ’ wagon ‘NLWY 18722 V’.

NLKY 18723

26.10.1989 Repair ‘SIDE STEP’.
15.02.1990 Repair ‘HANDRAILS’.
24.01.1992 Reclassified from wagon ‘NLKY 18723 R’ to ’ wagon ‘NLWY 18723 H’.

NLKY 18724

24.01.1992 Reclassified from wagon ‘NLKY 18724 D’ to ’ wagon ‘NLWY 18724 Q’.

NLKY 18725

24.01.1992 Reclassified from wagon ‘NLKY 18725 M’ to ’ wagon ‘NLWY 18725 C’.

NLKY 18726

17.10.1990 Repair ‘HANDRAILS’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Reclassified from wagon ‘NLKY 18726 V’ to ’ wagon ‘NLWY 18726 L’.

NLKY 18727

24.01.1992 Reclassified from wagon ‘NLKY 18727 H’ to ’ wagon ‘NLWY 18727 U’.

NLKY 18728

08.10.1987 Reclassified from wagon ‘NLKY 18728 Q’ to ’ wagon ‘NLNY 18728 C’.

NLKY 18729

24.01.1992 Reclassified from wagon ‘NLKY 18729 C’ to ’ wagon ‘NLWY 18729 P’.
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NLKY 18730

08.10.1987 Reclassified from wagon ‘NLKY 18730 V’ to ’ wagon ‘NLNY 18730 H’.

NLKY 18731

24.01.1992 Reclassified from wagon ‘NLKY 18731 H’ to ’ wagon ‘NLWY 18731 U’.

NLKY 18732

24.01.1992 Reclassified from wagon ‘NLKY 18732 Q’ to ’ wagon ‘NLWY 18732 G’.

NLKY 18734

23.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BEARINGS’.
08.03.1991 Repair ‘EMPTY LOAD VALVE’.
08.03.1991 Repair ‘GRADE CONTROL VALVE’.
08.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1991 Repair ‘HANDRAILS’.
08.03.1991 Repair ‘SIDE STEP’.
14.04.1992 Reclassified from wagon ‘NLKY 18734 L’ to ’ wagon ‘NLWY 18734 B’.

NLKY 18735

14.04.1992 Reclassified from wagon ‘NLKY 18735 U’ to ’ wagon ‘NLWY 18735 K’.

NLKY 18736

15.10.1990 Repair ‘HANDRAILS’.
01.02.1991 Repair ‘AXLEBOX’.
13.02.1993 Reclassified from wagon ‘NLKY 18736 G’ to ’ wagon ‘NLWY 18736 T’.

NLKY 18737

03.12.1991 Reclassified from wagon ‘NLKY 18737 P’ to ’ wagon ‘NLPY 18737 H’.

NLKY 18738

18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘DOOR FRAME’.
18.04.1991 Repair ‘END BRAKE COCK’.
18.04.1991 Repair ‘GRADE CONTROL VALVE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
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14.04.1992 Reclassified from wagon ‘NLKY 18738 B’ to ’ wagon ‘NLWY 18738 Y’.

NLKY 18739

10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘WHEEL SET’.
14.04.1992 Reclassified from wagon ‘NLKY 18739 K’ to ’ wagon ‘NLWY 18739 A’.

NLKY 18740

19.03.1992 Reclassified from wagon ‘NLKY 18740 G’ to ’ wagon ‘NLWY 18740 T’.

NLKY 18741

24.10.1992 Reclassified from wagon ‘NLKY 18741 P’ to ’ wagon ‘NLWY 18741 F’.

NLKY 18742

10.04.1991 Repair ‘HANDRAILS’.
14.04.1992 Reclassified from wagon ‘NLKY 18742 B’ to ’ wagon ‘NLWY 18742 Y’.

NLKY 18744

14.04.1992 Reclassified from wagon ‘NLKY 18744 T’ to ’ wagon ‘NLWY 18744 J’.

NLKY 18745

19.03.1992 Reclassified from wagon ‘NLKY 18745 F’ to ’ wagon ‘NLWY 18745 S’.

NLKY 18746

14.04.1992 Reclassified from wagon ‘NLKY 18746 Y’ to ’ wagon ‘NLWY 18746 E’.

NLKY 18747

06.06.1992 Reclassified from wagon ‘NLKY 18747 A’ to ’ wagon ‘NLWY 18747 N’.

NLKY 18748

07.09.1992 Repair ‘HANDRAILS’.
13.03.1993 Reclassified from wagon ‘NLKY 18748 J’ to ’ wagon ‘NLWY 18748 W’.

NLKY 18749

15.01.1992 Repair ‘HANDRAILS END’.
12.01.1993 Reclassified from wagon ‘NLKY 18749 S’ to ’ wagon ‘NLWY 18749 X’.

NLKY 18750

27.02.1993 Reclassified from wagon ‘NLKY 18750 Y’ to ’ wagon ‘NLWY 18750 E’.
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2.459 Wagon classification starting with ‘NLL’

NLLA 7760

Details: wagon ‘NLLA 7760 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 9997

Details: wagon ‘NLLA 9997 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 10001

Details: wagon ‘NLLA 10001 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 10588

Details: wagon ‘NLLA 10588 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 10666

Details: wagon ‘NLLA 10666 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 10896

24.06.1988 Reclassified from wagon ‘NLLA 10896 M’ to ’ wagon ‘NQZA 60376 P’.

NLLA 11118

Details: wagon ‘NLLA 11118 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 11148

Details: wagon ‘NLLA 11148 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLA 11191

10.11.1987 Reclassified from wagon ‘NLLA 11191 Q’ to ’ wagon ‘NLLF 11191 N’.

NLLA 11300

Details: wagon ‘NLLA 11300 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLA 11377

09.09.1987 Reclassified from wagon ‘NLLA 11377 W’ to ’ wagon ‘NLLF 11377 T’.

NLLA 11438

Details: wagon ‘NLLA 11438 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLA 11470

24.06.1988 Reclassified from wagon ‘NLLA 11470 M’ to ’ wagon ‘NQZA 60378 K’.

NLLA 15718

04.05.1988 Reclassified from wagon ‘NLLA 15718 M’ to ’ wagon ‘NQZA 60359 D’.

NLLF 9898

Details: wagon ‘NLLF 9898 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 9906

Details: wagon ‘NLLF 9906 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLF 9909

Details: wagon ‘NLLF 9909 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 9918

Details: wagon ‘NLLF 9918 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 9947

Details: wagon ‘NLLF 9947 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 9948

11.12.1989 Reclassified from wagon ‘NLLF 9948 U’ to ’ wagon ‘NQZA 60450 V’.

NLLF 9949

Details: wagon ‘NLLF 9949 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 9954

06.10.1989 Reclassified from wagon ‘NLLF 9954 P’ to ’ wagon ‘NQZA 60419 B’.

NLLF 9962

27.01.1989 Reclassified from wagon ‘NLLF 9962 F’ to ’ wagon ‘NLBX 9962 B’.

NLLF 9964

15.06.1989 Reclassified from wagon ‘NLLF 9964 A’ to ’ wagon ‘NLBF 9964 Q’.
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NLLF 9980

Details: wagon ‘NLLF 9980 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 9989

11.12.1989 Reclassified from wagon ‘NLLF 9989 P’ to ’ wagon ‘NQZA 60441 W’.

NLLF 10002

26.10.1990 Reclassified from wagon ‘NLLF 10002 G’ to ’ wagon ‘NLBF 10002 W’.

NLLF 10010

Details: wagon ‘NLLF 10010 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLF 10018

Details: wagon ‘NLLF 10018 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10036

06.10.1989 Reclassified from wagon ‘NLLF 10036 U’ to ’ wagon ‘NQZA 60435 E’.

NLLF 10044

Details: wagon ‘NLLF 10044 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10047

Details: wagon ‘NLLF 10047 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10048

11.12.1989 Reclassified from wagon ‘NLLF 10048 A’ to ’ wagon ‘NQZA 60443 R’.

NLLF 10049

26.10.1990 Reclassified from wagon ‘NLLF 10049 J’ to ’ wagon ‘NLBF 10049 C’.

NLLF 10056

Details: wagon ‘NLLF 10056 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10065

Details: wagon ‘NLLF 10065 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10073

06.10.1989 Reclassified from wagon ‘NLLF 10073 C’ to ’ wagon ‘NQZA 60397 R’.

NLLF 10669

Details: wagon ‘NLLF 10669 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10687

Details: wagon ‘NLLF 10687 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2.459. Wagon classification starting with ‘NLL’

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 10695

06.10.1989 Reclassified from wagon ‘NLLF 10695 J’ to ’ wagon ‘NQZA 60431 Y’.

NLLF 10877

Details: wagon ‘NLLF 10877 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11026

Details: wagon ‘NLLF 11026 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11029

26.10.1990 Reclassified from wagon ‘NLLF 11029 W’ to ’ wagon ‘NLBF 11029 P’.

NLLF 11037

Details: wagon ‘NLLF 11037 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11055

Details: wagon ‘NLLF 11055 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLF 11079

Details: wagon ‘NLLF 11079 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11085

Details: wagon ‘NLLF 11085 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11090

Details: wagon ‘NLLF 11090 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11094

Details: wagon ‘NLLF 11094 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11110

Details: wagon ‘NLLF 11110 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ
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Capacity of 56 tonnes

NLLF 11117

11.12.1989 Reclassified from wagon ‘NLLF 11117 D’ to ’ wagon ‘NQZA 60439 R’.

NLLF 11132

Details: wagon ‘NLLF 11132 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11150

06.10.1989 Reclassified from wagon ‘NLLF 11150 S’ to ’ wagon ‘NQZA 60398 D’.

NLLF 11177

Details: wagon ‘NLLF 11177 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLF 11218

26.10.1990 Reclassified from wagon ‘NLLF 11218 T’ to ’ wagon ‘NLBF 11218 M’.

NLLF 11238

Details: wagon ‘NLLF 11238 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11247

Details: wagon ‘NLLF 11247 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11261

Details: wagon ‘NLLF 11261 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11267

Details: wagon ‘NLLF 11267 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11283

Details: wagon ‘NLLF 11283 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11287

Details: wagon ‘NLLF 11287 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11302

06.10.1989 Reclassified from wagon ‘NLLF 11302 K’ to ’ wagon ‘NQZA 60433 J’.

NLLF 11307

26.10.1990 Reclassified from wagon ‘NLLF 11307 J’ to ’ wagon ‘NLBF 11307 C’.

NLLF 11313

27.01.1989 Reclassified from wagon ‘NLLF 11313 E’ to ’ wagon ‘NLBX 11313 A’.

NLLF 11325

Details: wagon ‘NLLF 11325 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S

9468
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11344

11.12.1989 Reclassified from wagon ‘NLLF 11344 Y’ to ’ wagon ‘NQZA 60445 M’.

NLLF 11372

27.01.1989 Reclassified from wagon ‘NLLF 11372 U’ to ’ wagon ‘NLBX 11372 Q’.

NLLF 11376

Details: wagon ‘NLLF 11376 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11377

Details: wagon ‘NLLF 11377 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2

9469



2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLLA 11377
BSG Code: NSLZ

NLLF 11402

Details: wagon ‘NLLF 11402 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11422

Details: wagon ‘NLLF 11422 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes
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NLLF 11443

Details: wagon ‘NLLF 11443 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11448

Details: wagon ‘NLLF 11448 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11449

27.01.1989 Reclassified from wagon ‘NLLF 11449 U’ to ’ wagon ‘NLBX 11449 Q’.

NLLF 11450

15.06.1989 Reclassified from wagon ‘NLLF 11450 Q’ to ’ wagon ‘NLBF 11450 J’.
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NLLF 11452

Details: wagon ‘NLLF 11452 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11485

Details: wagon ‘NLLF 11485 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLLF 11496

06.10.1989 Reclassified from wagon ‘NLLF 11496 K’ to ’ wagon ‘NQZA 60434 S’.

NLLF 11498

06.10.1989 Reclassified from wagon ‘NLLF 11498 F’ to ’ wagon ‘NQZA 60436 N’.
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2.460. Wagon classification starting with ‘NLM’

NLLF 11522

06.10.1989 Reclassified from wagon ‘NLLF 11522 R’ to ’ wagon ‘NQZA 60432 A’.

NLLF 11537

26.10.1990 Reclassified from wagon ‘NLLF 11537 B’ to ’ wagon ‘NLBF 11537 R’.

NLLF 11538

15.06.1989 Reclassified from wagon ‘NLLF 11538 K’ to ’ wagon ‘NLBF 11538 D’.

NLLF 17599

26.10.1990 Reclassified from wagon ‘NLLF 17599 L’ to ’ wagon ‘NLBF 17599 E’.

NLLF 17612

Details: wagon ‘NLLF 17612 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

2.460 Wagon classification starting with ‘NLM’

NLMA 1067

Details: wagon ‘NLMA 1067 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLMA 1414

Details: wagon ‘NLMA 1414 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

2.461 Wagon classification starting with ‘NLN’

NLNY 18564

15.02.1988 Reclassified from wagon ‘NLNY 18564 H’ to ’ wagon ‘NLKY 18564 V’.

NLNY 18574

12.08.1995 Repair ‘VEHICLE COMPLETE’.

NLNY 18603

Details: wagon ‘NLNY 18603 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
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2.462. Wagon classification starting with ‘NLP’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18603
BSG Code: NSLZ

NLNY 18610

22.06.1996 Reclassified from wagon ‘NLNY 18610 H’ to ’ wagon ‘RLNY 18610 L’.

NLNY 18623

10.08.1995 Repair ‘VEHICLE COMPLETE’.

NLNY 18640

05.08.1996 Reclassified from wagon ‘NLNY 18640 X’ to ’ wagon ‘RLPY 18640 S’.

NLNY 18721

15.02.1988 Reclassified from wagon ‘NLNY 18721 X’ to ’ wagon ‘NLKY 18721 W’.

NLNY 18728

18.10.1995 Repair ‘VEHICLE COMPLETE’.

2.462 Wagon classification starting with ‘NLP’

NLPY 18554

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18554 N’
18.10.1994 Reclassified from wagon ‘NLPY 18554 F’ to ’ wagon ‘RLPY 18554 J’.

NLPY 18589

30.04.1996 Reclassified from wagon ‘NLPY 18589 F’ to ’ wagon ‘RLPY 18589 J’.

NLPY 18596

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18596 R’
09.08.1995 Reclassified from wagon ‘NLPY 18596 J’ to ’ wagon ‘RLPY 18596 N’.
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NLPY 18608

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18608 Q’
22.11.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Reclassified from wagon ‘NLPY 18608 X’ to ’ wagon ‘RLPY 18608 M’.

NLPY 18646

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18646 H’
28.11.1994 Reclassified from wagon ‘NLPY 18646 W’ to ’ wagon ‘RLPY 18646 D’.

NLPY 18692

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18692 L’
01.02.1996 Reclassified from wagon ‘NLPY 18692 D’ to ’ wagon ‘RLPY 18692 H’.

NLPY 18694

Details: wagon ‘NLPY 18694 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18694G
BSG Code: NSBZ

Capacity of 50 tonnes

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18694 G’

NLPY 18696

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
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03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NLKY 18696 B’

11.07.1995 Reclassified from wagon ‘NLPY 18696 Q’ to ’ wagon ‘RLPY 18696 U’.

NLPY 18737

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18737 P’
11.07.1995 Reclassified from wagon ‘NLPY 18737 H’ to ’ wagon ‘RLPY 18737 L’.

2.463 Wagon classification starting with ‘NLT’

NLTF 31364

Details: wagon ‘NLTF 31364 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSLZ

Capacity of 56 tonnes

NLTF 31372

Details: wagon ‘NLTF 31372 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSLZ

Capacity of 56 tonnes

NLTX 29426

26.10.1990 Reclassified from wagon ‘NLTX 29426 L’ to ’ wagon ‘NLBX 29426 D’.

NLTX 29428

Details: wagon ‘NLTX 29428 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29441

Details: wagon ‘NLTX 29441 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes
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NLTX 29444

Details: wagon ‘NLTX 29444 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29448

10.10.1990 Reclassified from wagon ‘NLTX 29448 W’ to ’ wagon ‘NLBX 29448 Y’.

NLTX 29452

10.11.1987 Reclassified from wagon ‘NLTX 29452 W’ to ’ wagon ‘NLGX 29452 G’.

NLTX 29460

Details: wagon ‘NLTX 29460 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes
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NLTX 29462

Details: wagon ‘NLTX 29462 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29468

Details: wagon ‘NLTX 29468 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29478

Details: wagon ‘NLTX 29478 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29488

26.10.1990 Reclassified from wagon ‘NLTX 29488 X’ to ’ wagon ‘NLBX 29488 A’.

NLTX 29491

Details: wagon ‘NLTX 29491 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29495

24.03.1988 Reclassified from wagon ‘NLTX 29495 M’ to ’ wagon ‘NQZA 60346 Y’.

NLTX 29496

Details: wagon ‘NLTX 29496 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

04.10.1988 Reclassified from wagon ‘NLTX 29496 V’ to ’ wagon ‘NQZA 60386 A’.

NLTX 29497

Details: wagon ‘NLTX 29497 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 29572

24.12.1991 Repair ‘VEHICLE RECLASSIFY’.
24.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLHX 29572 J’

NLTX 29587

09.08.1991 Repair ‘VEHICLE RECLASSIFY’.
09.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLHX 29587 Q’

NLTX 29603

05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLHX 29603 P’

NLTX 31361

Details: wagon ‘NLTX 31361 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31362

26.10.1990 Reclassified from wagon ‘NLTX 31362 D’ to ’ wagon ‘NLBX 31362 S’.

NLTX 31363

12.05.1994 Reclassified from wagon ‘NLTX 31363 M’ to ’ wagon ‘NDRF 2301 E’.

NLTX 31366

Details: wagon ‘NLTX 31366 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31368

27.03.1994 Reclassified from wagon ‘NLTX 31368 L’ to ’ wagon ‘NDRF 2302 N’.

NLTX 31369

27.03.1994 Reclassified from wagon ‘NLTX 31369 U’ to ’ wagon ‘NDRF 2303 W’.
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NLTX 31370

27.01.1989 Reclassified from wagon ‘NLTX 31370 Q’ to ’ wagon ‘NLBX 31370 X’.

NLTX 31371

27.03.1994 Reclassified from wagon ‘NLTX 31371 C’ to ’ wagon ‘NDRF 2304 X’.

NLTX 31373

13.05.1988 Reclassified from wagon ‘NLTX 31373 U’ to ’ wagon ‘NQZA 60366 H’.

NLTX 31374

12.05.1994 Reclassified from wagon ‘NLTX 31374 G’ to ’ wagon ‘NDRF 2305 R’.

NLTX 31375

27.03.1994 Reclassified from wagon ‘NLTX 31375 P’ to ’ wagon ‘NDRF 2306 D’.

NLTX 31376

12.05.1994 Reclassified from wagon ‘NLTX 31376 B’ to ’ wagon ‘NDRF 2307 M’.

NLTX 31378

02.12.1990 Reclassified from wagon ‘NLTX 31378 T’ to ’ wagon ‘NLBX 31378 L’.

NLTX 31393

Details: wagon ‘NLTX 31393 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes
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NLTX 31418

Details: wagon ‘NLTX 31418 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31461

Details: wagon ‘NLTX 31461 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31462

27.01.1989 Reclassified from wagon ‘NLTX 31462 K’ to ’ wagon ‘NLBX 31462 C’.

NLTX 31465

Details: wagon ‘NLTX 31465 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 17.3m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXLZ

Capacity of 56 tonnes

NLTX 31470

Details: wagon ‘NLTX 31470 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31472

06.10.1989 Reclassified from wagon ‘NLTX 31472 S’ to ’ wagon ‘NQZA 60407 V’.

NLTX 31476

Details: wagon ‘NLTX 31476 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31478

Details: wagon ‘NLTX 31478 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 31484

Details: wagon ‘NLTX 31484 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.9m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXLZ

Capacity of 46 tonnes

NLTX 33822

19.11.1987 Reclassified from wagon ‘NLTX 33822 S’ to ’ wagon ‘NLJX 33822 L’.
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NLTX 33896

18.04.1988 Reclassified from wagon ‘NLTX 33896 S’ to ’ wagon ‘NQRX 60255 F’.

2.464 Wagon classification starting with ‘NLU’

NLUY 18634

16.12.1992 Repair ‘VEHICLE RECLASSIFY’.
16.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18634 E’
18.08.1995 Reclassified from wagon ‘NLUY 18634 L’ to ’ wagon ‘RLUY 18634 P’.

NLUY 18635

Details: wagon ‘NLUY 18635 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

22.12.1992 Repair ‘VEHICLE RECLASSIFY’.
22.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18635 N’

NLUY 18636

Details: wagon ‘NLUY 18636 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSLZ

Capacity of 50 tonnes

28.11.1992 Repair ‘VEHICLE RECLASSIFY’.
28.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18636 W’

NLUY 18637

24.02.1993 Repair ‘VEHICLE RECLASSIFY’.
24.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18637 X’
07.04.1995 Reclassified from wagon ‘NLUY 18637 P’ to ’ wagon ‘RLUY 18637 T’.

NLUY 18638

16.12.1992 Repair ‘VEHICLE RECLASSIFY’.
16.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18638 R’
10.05.1995 Reclassified from wagon ‘NLUY 18638 B’ to ’ wagon ‘RLUY 18638 F’.

NLUY 18639

Details: wagon ‘NLUY 18639 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

05.12.1992 Repair ‘VEHICLE RECLASSIFY’.
05.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18639 D’

NLUY 18641

21.10.1992 Repair ‘VEHICLE RECLASSIFY’.
21.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18641 X’
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NLUY 18642

18.12.1992 Repair ‘VEHICLE RECLASSIFY’.
18.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18642 R’
27.02.1995 Reclassified from wagon ‘NLUY 18642 B’ to ’ wagon ‘RLUY 18642 F’.

NLUY 18643

Details: wagon ‘NLUY 18643 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PREVIOUSLY NLKY 23/1/93
BSG Code: NSLZ

Capacity of 49 tonnes

23.01.1993 Repair ‘VEHICLE RECLASSIFY’.
23.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18643 D’

NLUY 18644

Details: wagon ‘NLUY 18644 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

05.01.1993 Repair ‘VEHICLE RECLASSIFY’.
05.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18644 M’
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NLUY 18645

22.12.1992 Repair ‘VEHICLE RECLASSIFY’.
22.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18645 V’
09.01.1995 Reclassified from wagon ‘NLUY 18645 F’ to ’ wagon ‘RLUY 18645 J’.

NLUY 18647

20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18647 Q’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Reclassified from wagon ‘NLUY 18647 A’ to ’ wagon ‘RLUY 18647 E’.

NLUY 18648

05.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Reclassified from wagon ‘NLUY 18648 J’ to ’ wagon ‘RLUY 18648 N’.

NLUY 18649

17.09.1992 Repair ‘VEHICLE RECLASSIFY’.
17.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18649 L’
23.05.1994 Reclassified from wagon ‘NLUY 18649 S’ to ’ wagon ‘RLUY 18649 W’.

NLUY 18650

21.10.1992 Repair ‘VEHICLE RECLASSIFY’.
21.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18650 H’
21.08.1995 Reclassified from wagon ‘NLUY 18650 Y’ to ’ wagon ‘RLUY 18650 S’.

NLUY 18651

04.11.1992 Repair ‘VEHICLE RECLASSIFY’.
04.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18651 Q’
27.08.1994 Reclassified from wagon ‘NLUY 18651 A’ to ’ wagon ‘RLUY 18651 E’.

NLUY 18652

01.07.1992 Repair ‘VEHICLE RECLASSIFY’.
01.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18652 C’
08.12.1995 Reclassified from wagon ‘NLUY 18652 J’ to ’ wagon ‘RLUY 18652 N’.
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NLUY 18653

21.10.1992 Repair ‘VEHICLE RECLASSIFY’.
21.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18653 L’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Reclassified from wagon ‘NLUY 18653 S’ to ’ wagon ‘RLUY 18653 W’.

NLUY 18654

12.12.1992 Repair ‘VEHICLE RECLASSIFY’.
12.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18654 U’
01.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Reclassified from wagon ‘NLUY 18654 E’ to ’ wagon ‘RLUY 18654 X’.

NLUY 18655

24.11.1992 Repair ‘VEHICLE RECLASSIFY’.
24.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18655 G’
29.03.1995 Reclassified from wagon ‘NLUY 18655 N’ to ’ wagon ‘RLUY 18655 R’.

NLUY 18657

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18657 B’
12.02.1996 Reclassified from wagon ‘NLUY 18657 X’ to ’ wagon ‘RLUY 18657 M’.

NLUY 18658

03.12.1992 Repair ‘VEHICLE RECLASSIFY’.
03.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18658 K’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Reclassified from wagon ‘NLUY 18658 R’ to ’ wagon ‘RLUY 18658 V’.

NLUY 18659

03.02.1993 Repair ‘VEHICLE RECLASSIFY’.
03.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18659 T’
09.01.1995 Reclassified from wagon ‘NLUY 18659 D’ to ’ wagon ‘RLUY 18659 H’.

NLUY 18660

30.10.1992 Repair ‘VEHICLE RECLASSIFY’.
30.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18660 P’
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16.04.1995 Reclassified from wagon ‘NLUY 18660 W’ to ’ wagon ‘RLUY 18660 D’.

NLUY 18661

11.12.1992 Repair ‘VEHICLE RECLASSIFY’.
11.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18661 B’
15.06.1995 Reclassified from wagon ‘NLUY 18661 X’ to ’ wagon ‘RLUY 18661 M’.

NLUY 18662

20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18662 K’
04.04.1995 Reclassified from wagon ‘NLUY 18662 R’ to ’ wagon ‘RLUY 18662 V’.

NLUY 18663

12.11.1992 Repair ‘VEHICLE RECLASSIFY’.
12.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18663 T’

NLUY 18664

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18664 F’
23.08.1995 Reclassified from wagon ‘NLUY 18664 M’ to ’ wagon ‘RLUY 18664 Q’.

NLUY 18665

02.03.1993 Repair ‘VEHICLE RECLASSIFY’.
02.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18665 Y’
16.01.1995 Reclassified from wagon ‘NLUY 18665 V’ to ’ wagon ‘RLUY 18665 C’.

NLUY 18666

10.11.1992 Repair ‘VEHICLE RECLASSIFY’.
10.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18666 A’
22.10.1994 Reclassified from wagon ‘NLUY 18666 H’ to ’ wagon ‘RLUY 18666 L’.

NLUY 18667

23.02.1993 Repair ‘VEHICLE RECLASSIFY’.
23.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18667 J’
15.06.1995 Reclassified from wagon ‘NLUY 18667 Q’ to ’ wagon ‘RLUY 18667 U’.
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NLUY 18668

21.02.1996 Reclassified from wagon ‘NLUY 18668 C’ to ’ wagon ‘RLUY 18668 G’.

NLUY 18669

18.12.1992 Repair ‘VEHICLE RECLASSIFY’.
18.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18669 E’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘HANDRAILS’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Reclassified from wagon ‘NLUY 18669 L’ to ’ wagon ‘RLUY 18669 P’.

NLUY 18670

16.12.1992 Repair ‘VEHICLE RECLASSIFY’.
16.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18670 A’
17.10.1995 Reclassified from wagon ‘NLUY 18670 H’ to ’ wagon ‘RLUY 18670 L’.

NLUY 18671

03.05.1993 Repair ‘VEHICLE RECLASSIFY’.
03.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18671 J’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Reclassified from wagon ‘NLUY 18671 Q’ to ’ wagon ‘RLUY 18671 U’.

NLUY 18672

07.10.1992 Repair ‘VEHICLE RECLASSIFY’.
07.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18672 S’
02.03.1995 Reclassified from wagon ‘NLUY 18672 C’ to ’ wagon ‘RLUY 18672 G’.

NLUY 18673

25.01.1993 Repair ‘VEHICLE RECLASSIFY’.
25.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18673 E’
07.07.1994 Reclassified from wagon ‘NLUY 18673 L’ to ’ wagon ‘RLUY 18673 P’.

NLUY 18674

23.02.1993 Repair ‘VEHICLE RECLASSIFY’.
23.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18674 N’
09.01.1995 Reclassified from wagon ‘NLUY 18674 U’ to ’ wagon ‘RLUY 18674 B’.
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NLUY 18676

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18676 X’
11.07.1995 Reclassified from wagon ‘NLUY 18676 P’ to ’ wagon ‘RLUY 18676 T’.

NLUY 18677

02.03.1993 Repair ‘VEHICLE RECLASSIFY’.
02.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18677 R’
09.01.1995 Reclassified from wagon ‘NLUY 18677 B’ to ’ wagon ‘RLUY 18677 F’.

NLUY 18678

05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18678 D’
24.03.1995 Reclassified from wagon ‘NLUY 18678 K’ to ’ wagon ‘RLUY 18678 Y’.

NLUY 18679

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18679 M’
16.04.1995 Reclassified from wagon ‘NLUY 18679 T’ to ’ wagon ‘RLUY 18679 A’.

NLUY 18680

31.07.1992 Repair ‘VEHICLE RECLASSIFY’.
31.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18680 X’
30.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
25.09.1993 Repair ‘HANDRAILS’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Reclassified from wagon ‘NLUY 18680 P’ to ’ wagon ‘RLUY 18680 T’.

NLUY 18682

21.10.1992 Repair ‘VEHICLE RECLASSIFY’.
21.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18682 D’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Reclassified from wagon ‘NLUY 18682 K’ to ’ wagon ‘RLUY 18682 Y’.

NLUY 18683

28.11.1992 Repair ‘VEHICLE RECLASSIFY’.
28.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18683 M’
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09.10.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Reclassified from wagon ‘NLUY 18683 T’ to ’ wagon ‘RLUY 18683 A’.

NLUY 18685

25.11.1992 Repair ‘VEHICLE RECLASSIFY’.
25.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18685 H’
06.12.1994 Reclassified from wagon ‘NLUY 18685 Y’ to ’ wagon ‘RLUY 18685 S’.

NLUY 18686

02.02.1993 Repair ‘VEHICLE RECLASSIFY’.
02.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18686 Q’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Reclassified from wagon ‘NLUY 18686 A’ to ’ wagon ‘RLUY 18686 E’.

NLUY 18687

23.02.1993 Repair ‘VEHICLE RECLASSIFY’.
23.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18687 C’

NLUY 18688

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18688 L’
29.03.1993 Repair ‘HANDRAILS’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Reclassified from wagon ‘NLUY 18688 S’ to ’ wagon ‘RLUY 18688 W’.

NLUY 18689

Details: wagon ‘NLUY 18689 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18689 U
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BSG Code: NSLZ

Capacity of 55 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18689 U’

2.465 Wagon classification starting with ‘NLW’

NLWY 18691

11.11.1992 Repair ‘VEHICLE RECLASSIFY’.
11.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18691 C’
09.01.1995 Reclassified from wagon ‘NLWY 18691 P’ to ’ wagon ‘RLUY 18691 N’.

NLWY 18695

24.10.1992 Repair ‘VEHICLE RECLASSIFY’.
24.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18695 P’
23.08.1995 Reclassified from wagon ‘NLWY 18695 F’ to ’ wagon ‘RLUY 18695 D’.

NLWY 18697

28.04.1993 Repair ‘VEHICLE RECLASSIFY’.
28.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18697 K’
17.08.1995 Reclassified from wagon ‘NLWY 18697 A’ to ’ wagon ‘RLUY 18697 V’.

NLWY 18698

06.03.1993 Repair ‘VEHICLE RECLASSIFY’.
06.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18698 T’
30.11.1995 Reclassified from wagon ‘NLWY 18698 J’ to ’ wagon ‘RLUY 18698 H’.

NLWY 18699

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18699 F’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘NLWY 18699 S’ to ’ wagon ‘RLUY 18699 Q’.

NLWY 18700

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
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24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NLKY 18700 U’

17.05.1995 Reclassified from wagon ‘NLWY 18700 K’ to ’ wagon ‘RLUY 18700 X’.

NLWY 18701

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18701 G’
09.05.1995 Reclassified from wagon ‘NLWY 18701 T’ to ’ wagon ‘RLUY 18701 R’.

NLWY 18702

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18702 P’
27.08.1994 Reclassified from wagon ‘NLWY 18702 F’ to ’ wagon ‘RLUY 18702 D’.

NLWY 18703

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18703 B’
09.05.1995 Reclassified from wagon ‘NLWY 18703 Y’ to ’ wagon ‘RLUY 18703 M’.

NLWY 18704

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18704 K’
20.10.1995 Reclassified from wagon ‘NLWY 18704 A’ to ’ wagon ‘RLUY 18704 V’.

NLWY 18705

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18705 T’

NLWY 18706

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18706 F’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Reclassified from wagon ‘NLWY 18706 S’ to ’ wagon ‘RLUY 18706 Q’.

NLWY 18707

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
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24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NLKY 18707 Y’

09.09.1994 Reclassified from wagon ‘NLWY 18707 E’ to ’ wagon ‘RLUY 18707 C’.

NLWY 18708

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18708 A’
16.09.1995 Reclassified from wagon ‘NLWY 18708 N’ to ’ wagon ‘RLUY 18708 L’.

NLWY 18709

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18709 J’
31.08.1994 Reclassified from wagon ‘NLWY 18709 W’ to ’ wagon ‘RLUY 18709 U’.

NLWY 18710

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18710 F’
22.06.1995 Reclassified from wagon ‘NLWY 18710 S’ to ’ wagon ‘RLUY 18710 Q’.

NLWY 18711

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18711 Y’
22.09.1995 Reclassified from wagon ‘NLWY 18711 E’ to ’ wagon ‘RLUY 18711 C’.

NLWY 18712

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18712 A’
09.06.1995 Reclassified from wagon ‘NLWY 18712 N’ to ’ wagon ‘RLUY 18712 L’.

NLWY 18713

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18713 J’
09.01.1995 Reclassified from wagon ‘NLWY 18713 W’ to ’ wagon ‘RLUY 18713 U’.

NLWY 18714

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
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24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NLKY 18714 S’

16.06.1995 Reclassified from wagon ‘NLWY 18714 X’ to ’ wagon ‘RLUY 18714 G’.

NLWY 18715

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18715 E’
23.11.1994 Reclassified from wagon ‘NLWY 18715 R’ to ’ wagon ‘RLUY 18715 P’.

NLWY 18716

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18716 N’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Reclassified from wagon ‘NLWY 18716 D’ to ’ wagon ‘RLUY 18716 B’.

NLWY 18717

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18717 W’
09.01.1995 Reclassified from wagon ‘NLWY 18717 M’ to ’ wagon ‘RLUY 18717 K’.

NLWY 18718

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18718 X’
09.01.1995 Reclassified from wagon ‘NLWY 18718 V’ to ’ wagon ‘RLUY 18718 T’.

NLWY 18719

Details: wagon ‘NLWY 18719 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY
BSG Code: NSLZ
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Capacity of 65 tonnes

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18719 R’

NLWY 18720

17.10.1994 Reclassified from wagon ‘NLWY 18720 D’ to ’ wagon ‘RLUY 18720 B’.

NLWY 18722

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18722 X’
29.03.1995 Reclassified from wagon ‘NLWY 18722 V’ to ’ wagon ‘RLUY 18722 T’.

NLWY 18723

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18723 R’
22.05.1995 Reclassified from wagon ‘NLWY 18723 H’ to ’ wagon ‘RLUY 18723 F’.

NLWY 18724

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18724 D’

NLWY 18725

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18725 M’
23.09.1995 Reclassified from wagon ‘NLWY 18725 C’ to ’ wagon ‘RLUY 18725 A’.

NLWY 18726

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18726 V’
28.02.1995 Reclassified from wagon ‘NLWY 18726 L’ to ’ wagon ‘RLUY 18726 J’.

NLWY 18727

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18727 H’
11.05.1995 Reclassified from wagon ‘NLWY 18727 U’ to ’ wagon ‘RLUY 18727 S’.
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NLWY 18729

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18729 C’
11.05.1995 Reclassified from wagon ‘NLWY 18729 P’ to ’ wagon ‘RLUY 18729 N’.

NLWY 18731

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18731 H’
18.04.1995 Reclassified from wagon ‘NLWY 18731 U’ to ’ wagon ‘RLUY 18731 S’.

NLWY 18732

24.01.1992 Repair ‘VEHICLE RECLASSIFY’.
24.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18732 Q’
18.05.1995 Reclassified from wagon ‘NLWY 18732 G’ to ’ wagon ‘RLUY 18732 E’.

NLWY 18734

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18734 L’
17.08.1995 Reclassified from wagon ‘NLWY 18734 B’ to ’ wagon ‘RLUY 18734 W’.

NLWY 18735

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18735 U’
25.07.1995 Reclassified from wagon ‘NLWY 18735 K’ to ’ wagon ‘RLUY 18735 X’.

NLWY 18736

13.02.1993 Repair ‘VEHICLE RECLASSIFY’.
13.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18736 G’
08.06.1995 Reclassified from wagon ‘NLWY 18736 T’ to ’ wagon ‘RLUY 18736 R’.

NLWY 18738

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18738 B’
26.04.1995 Reclassified from wagon ‘NLWY 18738 Y’ to ’ wagon ‘RLUY 18738 M’.
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NLWY 18739

Details: wagon ‘NLWY 18739 A’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY
BSG Code: NSLZ

Capacity of 50 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18739 K’
22.06.1995 Repair ‘VEHICLE COMPLETE’.

NLWY 18740

19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18740 G’
16.04.1995 Reclassified from wagon ‘NLWY 18740 T’ to ’ wagon ‘RLUY 18740 R’.

NLWY 18741

24.10.1992 Repair ‘VEHICLE RECLASSIFY’.
24.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18741 P’
17.10.1994 Reclassified from wagon ‘NLWY 18741 F’ to ’ wagon ‘RLUY 18741 D’.

NLWY 18742

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18742 B’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘NLWY 18742 Y’ to ’ wagon ‘RLUY 18742 M’.

NLWY 18744

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NLKY 18744 T’

17.11.1995 Reclassified from wagon ‘NLWY 18744 J’ to ’ wagon ‘RLUY 18744 H’.

NLWY 18745

19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18745 F’
27.09.1993 Repair ‘HANDRAILS’.
16.08.1994 Reclassified from wagon ‘NLWY 18745 S’ to ’ wagon ‘RLUY 18745 Q’.

NLWY 18746

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18746 Y’
09.09.1994 Reclassified from wagon ‘NLWY 18746 E’ to ’ wagon ‘RLUY 18746 C’.

NLWY 18747

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18747 A’

NLWY 18748

13.03.1993 Repair ‘VEHICLE RECLASSIFY’.
13.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18748 J’

NLWY 18749

12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18749 S’
15.06.1995 Reclassified from wagon ‘NLWY 18749 X’ to ’ wagon ‘RLUY 18749 G’.

NLWY 18750

Details: wagon ‘NLWY 18750 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2.466. Wagon classification starting with ‘NMF’

Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18750Y
BSG Code: NSLZ

Capacity of 50 tonnes

27.02.1993 Repair ‘VEHICLE RECLASSIFY’.
27.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLKY 18750 Y’

2.466 Wagon classification starting with ‘NMF’

NMFF 2583

Details: wagon ‘NMFF 2583 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSMZ

NMFF 2584

Details: wagon ‘NMFF 2584 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSMZ
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2.467 Wagon classification starting with ‘NMK’

NMKX 11859

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘HANDRAILS’.
16.08.1989 Repair ‘STRIKING CASTING’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘END BRAKE COCK’.
15.02.1990 Repair ‘END FRAME MEMBER’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘STRIKING CASTING’.
21.02.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NMKX 11860

Details: wagon ‘NMKX 11860 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXMZ

Capacity of 56 tonnes

NMKX 11862

Details: wagon ‘NMKX 11862 D’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMKX 11866

Details: wagon ‘NMKX 11866 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXMZ

Capacity of 56 tonnes

10.08.1988 Reclassified from wagon ‘NMKX 11866 Q’ to ’ wagon ‘MBY 2587 N’.

NMKX 11869

Details: wagon ‘NMKX 11869 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ
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NMKX 11870

Details: wagon ‘NMKX 11870 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXMZ

Capacity of 56 tonnes

10.08.1988 Reclassified from wagon ‘NMKX 11870 Q’ to ’ wagon ‘MBY 2588 W’.

NMKX 11873

Details: wagon ‘NMKX 11873 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXMZ

Capacity of 56 tonnes

10.08.1988 Reclassified from wagon ‘NMKX 11873 U’ to ’ wagon ‘MBY 2589 X’.

NMKX 11876

Details: wagon ‘NMKX 11876 B’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMKX 11883

Details: wagon ‘NMKX 11883 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMKX 11888

09.03.1990 Repair ‘SIDE STEP’.

NMKX 11890

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

NMKX 11893

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘END HOSE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘HANDRAILS’.
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NMKX 11896

Details: wagon ‘NMKX 11896 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXMZ

Capacity of 56 tonnes

NMKX 11900

Details: wagon ‘NMKX 11900 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

02.08.1989 Repair ‘SIDE STEP’.

NMKX 11907

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NMKX 11908

29.03.1990 Repair ‘END HOSE’.

NMKX 11909

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘END HOSE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘HANDRAILS’.

NMKX 11910

Details: wagon ‘NMKX 11910 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘COUPLER KNUCKLE’.
25.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1989 Repair ‘HANDRAILS’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.

NMKX 11912

24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
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24.02.1990 Repair ‘LADDER’.
21.03.1990 Repair ‘HANDRAILS’.
25.06.1990 Repair ‘SIDE BEARER’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.08.1990 Repair ‘HANDRAILS’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.

NMKX 11913

Details: wagon ‘NMKX 11913 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

Capacity of 56 tonnes

11.03.1990 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB101’.

NMKX 11915

Details: wagon ‘NMKX 11915 U’ in AN ‘Mainland Division’.

Owner: SAR OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ
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Capacity of 56 tonnes

14.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.

NMKX 11917

06.09.1989 Repair ‘END HOSE’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE SIDEFRAME’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘END HOSE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.

NMKX 11925

Details: wagon ‘NMKX 11925 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXMZ

Capacity of 56 tonnes

NMKX 11926

Details: wagon ‘NMKX 11926 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ
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NMKY 11862

Details: wagon ‘NMKY 11862 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2576T
BSG Code: NSMM

Capacity of 8 cars

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2576 T’

NMKY 11863

Details: wagon ‘NMKY 11863 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2577F
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2577 F’
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NMKY 11866

Details: wagon ‘NMKY 11866 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMKX 11866 Q - EX MBY 2587N
Wagon Width: 2718mm
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2587 N’

NMKY 11868

Details: wagon ‘NMKY 11868 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2582Y
BSG Code: NSMM

Capacity of 10 cars

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2582 Y’

9515



2. TIMS GROUP INFORMATION - WAGONS

NMKY 11869

Details: wagon ‘NMKY 11869 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2578Y
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2578 Y’

NMKY 11870

Details: wagon ‘NMKY 11870 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMKX 11870Q - EX MBY 2588W
Wagon Width: 2718mm
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2588 W’
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NMKY 11871

Details: wagon ‘NMKY 11871 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2583
BSG Code: NSMM

Capacity of 10 cars

NMKY 11872

Details: wagon ‘NMKY 11872 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2586E
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2586 E’

NMKY 11876

Details: wagon ‘NMKY 11876 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2575K
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2575 K’

NMKY 11914

Details: wagon ‘NMKY 11914 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2581F
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2581 F’

NMKY 11918

Details: wagon ‘NMKY 11918 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2584J
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2584 J’

NMKY 11921

Details: wagon ‘NMKY 11921 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2580T
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2580 T’

NMKY 11925

Details: wagon ‘NMKY 11925 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMKX 11873U - EX MBY 2589X
Wagon Width: 2718mm
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2589 X’

NMKY 11926

Details: wagon ‘NMKY 11926 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX MBY 2579A
BSG Code: NSMM

Capacity of 10 cars

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘MBY 2579 A’

2.468 Wagon classification starting with ‘NMN’

NMNX 34502

Details: wagon ‘NMNX 34502 R’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

09.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘END BRAKE COCK’.
21.02.1990 Repair ‘END HOSE’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NMNX 34503

02.08.1989 Reclassified from wagon ‘NMNX 34503 D’ to ’ wagon ‘NMNY 34503 H’.

NMNX 34505

22.06.1989 Reclassified from wagon ‘NMNX 34505 V’ to ’ wagon ‘NMNY 34505 C’.

NMNX 34506

04.07.1989 Reclassified from wagon ‘NMNX 34506 H’ to ’ wagon ‘NMNY 34506 L’.

NMNX 34508

12.10.1989 Reclassified from wagon ‘NMNX 34508 C’ to ’ wagon ‘NMNY 34508 G’.

NMNX 34509

12.10.1989 Reclassified from wagon ‘NMNX 34509 L’ to ’ wagon ‘NMNY 34509 P’.

NMNX 34513

10.08.1989 Reclassified from wagon ‘NMNX 34513 L’ to ’ wagon ‘NMNY 34513 P’.

NMNX 34514

Details: wagon ‘NMNX 34514 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

13.02.1990 Repair ‘SLOPE SHEET’.
15.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘END BRAKE COCK’.
30.10.1990 Repair ‘END HOSE’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Repair ‘WHEEL SET’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.

NMNX 34515

20.12.1989 Reclassified from wagon ‘NMNX 34515 G’ to ’ wagon ‘NMNY 34515 K’.
13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34515 K’

NMNX 34516

29.08.1989 Reclassified from wagon ‘NMNX 34516 P’ to ’ wagon ‘NMNY 34516 T’.

NMNX 34518

Details: wagon ‘NMNX 34518 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34519

Details: wagon ‘NMNX 34519 T’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

09.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

NMNX 34520

26.06.1989 Reclassified from wagon ‘NMNX 34520 P’ to ’ wagon ‘NMNY 34520 T’.

NMNX 34521

Details: wagon ‘NMNX 34521 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34522

Details: wagon ‘NMNX 34522 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ
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NMNX 34523

Details: wagon ‘NMNX 34523 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34525

08.07.1989 Reclassified from wagon ‘NMNX 34525 Y’ to ’ wagon ‘NMNY 34525 S’.

NMNX 34527

Details: wagon ‘NMNX 34527 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34528

28.06.1989 Reclassified from wagon ‘NMNX 34528 S’ to ’ wagon ‘NMNY 34528 W’.

NMNX 34530

13.07.1989 Reclassified from wagon ‘NMNX 34530 A’ to ’ wagon ‘NMNY 34530 E’.

NMNX 34532

13.07.1989 Reclassified from wagon ‘NMNX 34532 S’ to ’ wagon ‘NMNY 34532 W’.

NMNX 34533

10.07.1989 Reclassified from wagon ‘NMNX 34533 E’ to ’ wagon ‘NMNY 34533 X’.
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NMNX 34535

Details: wagon ‘NMNX 34535 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘VEHICLE COMPLETE’.

NMNX 34536

Details: wagon ‘NMNX 34536 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34537

13.07.1989 Reclassified from wagon ‘NMNX 34537 R’ to ’ wagon ‘NMNY 34537 V’.

NMNX 34540

Details: wagon ‘NMNX 34540 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34541

04.07.1989 Reclassified from wagon ‘NMNX 34541 R’ to ’ wagon ‘NMNY 34541 V’.

NMNX 34542

Details: wagon ‘NMNX 34542 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34543

02.08.1989 Reclassified from wagon ‘NMNX 34543 M’ to ’ wagon ‘NMNY 34543 Q’.

NMNX 34544

23.06.1989 Reclassified from wagon ‘NMNX 34544 V’ to ’ wagon ‘NMNY 34544 C’.

NMNX 34545

26.06.1989 Reclassified from wagon ‘NMNX 34545 H’ to ’ wagon ‘NMNY 34545 L’.

NMNX 34546

02.08.1989 Reclassified from wagon ‘NMNX 34546 Q’ to ’ wagon ‘NMNY 34546 U’.

NMNX 34547

08.07.1989 Reclassified from wagon ‘NMNX 34547 C’ to ’ wagon ‘NMNY 34547 G’.
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NMNX 34548

Details: wagon ‘NMNX 34548 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX BNX 34548
BSG Code: NXMM

Capacity of 10 cars

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.08.1992 Repair ‘BRAKE CONTROL PIPE’.
26.08.1992 Repair ‘BRAKE PULL ROD’.
26.08.1992 Repair ‘BRANCH PIPE’.
26.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.08.1992 Repair ‘COUPLER COMPLETE’.
26.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
26.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.08.1992 Repair ‘EMPTY LOAD VALVE’.
26.08.1992 Repair ‘END BRAKE COCK’.
26.08.1992 Repair ‘END HOSE’.
26.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1992 Repair ‘RELAY VALVE’.
26.08.1992 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘TRAIN PIPE’.

NMNX 34549

04.07.1989 Reclassified from wagon ‘NMNX 34549 U’ to ’ wagon ‘NMNY 34549 B’.

NMNX 34550

04.07.1989 Reclassified from wagon ‘NMNX 34550 Q’ to ’ wagon ‘NMNY 34550 U’.

9527



2. TIMS GROUP INFORMATION - WAGONS

NMNX 34551

04.07.1989 Reclassified from wagon ‘NMNX 34551 C’ to ’ wagon ‘NMNY 34551 G’.

NMNX 34552

04.07.1989 Reclassified from wagon ‘NMNX 34552 L’ to ’ wagon ‘NMNY 34552 P’.

NMNX 34553

23.06.1989 Reclassified from wagon ‘NMNX 34553 U’ to ’ wagon ‘NMNY 34553 B’.

NMNX 34554

Details: wagon ‘NMNX 34554 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34555

14.07.1989 Reclassified from wagon ‘NMNX 34555 P’ to ’ wagon ‘NMNY 34555 T’.

NMNX 34556

Details: wagon ‘NMNX 34556 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34557

04.07.1989 Reclassified from wagon ‘NMNX 34557 K’ to ’ wagon ‘NMNY 34557 Y’.
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NMNX 34558

Details: wagon ‘NMNX 34558 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34559

28.06.1989 Reclassified from wagon ‘NMNX 34559 F’ to ’ wagon ‘NMNY 34559 J’.

NMNX 34561

04.07.1989 Reclassified from wagon ‘NMNX 34561 K’ to ’ wagon ‘NMNY 34561 Y’.

NMNX 34562

12.03.1990 Reclassified from wagon ‘NMNX 34562 T’ to ’ wagon ‘NMNY 34562 A’.

NMNX 34565

12.10.1989 Reclassified from wagon ‘NMNX 34565 A’ to ’ wagon ‘NMNY 34565 E’.

NMNX 34566

Details: wagon ‘NMNX 34566 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
BSG Code: NXMM
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NMNX 34568

08.07.1989 Reclassified from wagon ‘NMNX 34568 E’ to ’ wagon ‘NMNY 34568 X’.

NMNX 34569

12.10.1989 Reclassified from wagon ‘NMNX 34569 N’ to ’ wagon ‘NMNY 34569 R’.

NMNX 34571

06.12.1989 Reclassified from wagon ‘NMNX 34571 S’ to ’ wagon ‘NMNY 34571 W’.

NMNX 34572

28.06.1989 Reclassified from wagon ‘NMNX 34572 E’ to ’ wagon ‘NMNY 34572 X’.

NMNX 34573

12.10.1989 Reclassified from wagon ‘NMNX 34573 N’ to ’ wagon ‘NMNY 34573 R’.

NMNX 34575

Details: wagon ‘NMNX 34575 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34576

Details: wagon ‘NMNX 34576 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: MOTOR VEHICLES
Remarks: EX BNX
Wagon Width: 2744mm
Wagon Height: 1650mm
BSG Code: NXMM

Capacity of 10 cars

Capacity of 8 cars

NMNX 34577

12.10.1989 Reclassified from wagon ‘NMNX 34577 D’ to ’ wagon ‘NMNY 34577 H’.

NMNX 34579

12.10.1989 Reclassified from wagon ‘NMNX 34579 V’ to ’ wagon ‘NMNY 34579 C’.

NMNX 34580

12.10.1989 Reclassified from wagon ‘NMNX 34580 R’ to ’ wagon ‘NMNY 34580 V’.

NMNX 34581

04.07.1989 Reclassified from wagon ‘NMNX 34581 D’ to ’ wagon ‘NMNY 34581 H’.

NMNX 34582

03.08.1989 Reclassified from wagon ‘NMNX 34582 M’ to ’ wagon ‘NMNY 34582 Q’.

NMNX 34583

25.09.1989 Reclassified from wagon ‘NMNX 34583 V’ to ’ wagon ‘NMNY 34583 C’.

NMNX 34585

04.07.1989 Reclassified from wagon ‘NMNX 34585 Q’ to ’ wagon ‘NMNY 34585 U’.

NMNX 34586

04.07.1989 Reclassified from wagon ‘NMNX 34586 C’ to ’ wagon ‘NMNY 34586 G’.

NMNX 34587

10.01.1990 Reclassified from wagon ‘NMNX 34587 L’ to ’ wagon ‘NMNY 34587 P’.
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NMNX 34589

Details: wagon ‘NMNX 34589 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34590

10.08.1989 Reclassified from wagon ‘NMNX 34590 C’ to ’ wagon ‘NMNY 34590 G’.

NMNX 34591

04.07.1989 Reclassified from wagon ‘NMNX 34591 L’ to ’ wagon ‘NMNY 34591 P’.

NMNX 34593

Details: wagon ‘NMNX 34593 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNX 34594

22.06.1989 Reclassified from wagon ‘NMNX 34594 P’ to ’ wagon ‘NMNY 34594 T’.

NMNX 34597

04.07.1989 Reclassified from wagon ‘NMNX 34597 T’ to ’ wagon ‘NMNY 34597 A’.

NMNX 34599

13.07.1989 Reclassified from wagon ‘NMNX 34599 Y’ to ’ wagon ‘NMNY 34599 S’.
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NMNX 34600

Details: wagon ‘NMNX 34600 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

NMNY 34501

28.10.1994 Reclassified from wagon ‘NMNY 34501 M’ to ’ wagon ‘RMNY 34501 Q’.

NMNY 34503

02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34503 D’

NMNY 34506

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34506 H’

NMNY 34508

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34508 C’

NMNY 34509

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34509 L’

NMNY 34510

27.04.1994 Reclassified from wagon ‘NMNY 34510 L’ to ’ wagon ‘RMNY 34510 P’.

NMNY 34511

13.10.1994 Reclassified from wagon ‘NMNY 34511 U’ to ’ wagon ‘RMNY 34511 B’.
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NMNY 34513

10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34513 L’

NMNY 34515

20.12.1989 Repair ‘VEHICLE RECLASSIFY’.
20.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34515 G’
13.04.1990 Reclassified from wagon ‘NMNY 34515 K’ to ’ wagon ‘NMNX 34515 G’.

NMNY 34516

29.08.1989 Repair ‘VEHICLE RECLASSIFY’.
29.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34516 P’

NMNY 34524

25.07.1994 Reclassified from wagon ‘NMNY 34524 J’ to ’ wagon ‘RMNY 34524 N’.

NMNY 34525

08.07.1989 Repair ‘VEHICLE RECLASSIFY’.
08.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34525 Y’

NMNY 34526

25.11.1994 Reclassified from wagon ‘NMNY 34526 E’ to ’ wagon ‘RMNY 34526 X’.

NMNY 34528

16.09.1989 Repair ‘END HOSE’.

NMNY 34530

13.07.1989 Repair ‘VEHICLE RECLASSIFY’.
13.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34530 A’
07.12.1989 Repair ‘END HOSE’.
07.12.1989 Repair ‘END HOSE’.

NMNY 34532

13.07.1989 Repair ‘VEHICLE RECLASSIFY’.
13.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34532 S’
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NMNY 34533

10.07.1989 Repair ‘VEHICLE RECLASSIFY’.
10.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34533 E’

NMNY 34537

13.07.1989 Repair ‘VEHICLE RECLASSIFY’.
13.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34537 R’

NMNY 34538

11.06.1994 Reclassified from wagon ‘NMNY 34538 H’ to ’ wagon ‘RMNY 34538 L’.

NMNY 34539

04.06.1994 Reclassified from wagon ‘NMNY 34539 Q’ to ’ wagon ‘RMNY 34539 U’.

NMNY 34541

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34541 R’

NMNY 34543

02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34543 M’

NMNY 34546

02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34546 Q’

NMNY 34547

08.07.1989 Repair ‘VEHICLE RECLASSIFY’.
08.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34547 C’
10.06.1991 Repair ‘COUPLER TRIGGER LEVER’.

NMNY 34549

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34549 U’
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NMNY 34550

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34550 Q’
06.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1989 Repair ‘END HOSE’.
06.12.1989 Repair ‘LADDER’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1989 Repair ‘WHEEL SET’.

NMNY 34551

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34551 C’

NMNY 34552

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34552 L’

NMNY 34555

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34555 P’

NMNY 34557

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34557 K’
29.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘TRAIN PIPE (END)’.
03.06.1991 Repair ‘TRAIN PIPE (END)’.

NMNY 34560

15.04.1994 Reclassified from wagon ‘NMNY 34560 F’ to ’ wagon ‘RMNY 34560 J’.

NMNY 34561

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34561 K’
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NMNY 34562

12.03.1990 Repair ‘VEHICLE RECLASSIFY’.
12.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34562 T’
10.05.1990 Repair ‘BOGIE COMPLETE’.

NMNY 34563

11.06.1994 Reclassified from wagon ‘NMNY 34563 J’ to ’ wagon ‘RMNY 34563 N’.

NMNY 34564

18.06.1994 Reclassified from wagon ‘NMNY 34564 S’ to ’ wagon ‘RMNY 34564 W’.

NMNY 34565

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34565 A’

NMNY 34567

25.07.1994 Reclassified from wagon ‘NMNY 34567 W’ to ’ wagon ‘RMNY 34567 D’.

NMNY 34568

08.07.1989 Repair ‘VEHICLE RECLASSIFY’.
08.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34568 E’
25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘GRADE CONTROL VALVE’.

NMNY 34569

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34569 N’

NMNY 34570

04.06.1994 Reclassified from wagon ‘NMNY 34570 N’ to ’ wagon ‘RMNY 34570 R’.

NMNY 34571

Details: wagon ‘NMNY 34571 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: NMNX 34571 S
BSG Code: NXMM

Capacity of 8 cars

06.12.1989 Repair ‘VEHICLE RECLASSIFY’.
06.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34571 S’

NMNY 34573

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34573 N’

NMNY 34574

04.06.1994 Reclassified from wagon ‘NMNY 34574 D’ to ’ wagon ‘RMNY 34574 H’.

NMNY 34577

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34577 D’

NMNY 34578

11.06.1994 Reclassified from wagon ‘NMNY 34578 Q’ to ’ wagon ‘RMNY 34578 U’.

NMNY 34579

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34579 V’

NMNY 34580

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34580 R’
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NMNY 34581

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34581 D’

NMNY 34582

03.08.1989 Repair ‘VEHICLE RECLASSIFY’.
03.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34582 M’

NMNY 34583

25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34583 V’
13.10.1989 Repair ‘END HOSE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRAKE PULL ROD’.

NMNY 34584

04.06.1994 Reclassified from wagon ‘NMNY 34584 L’ to ’ wagon ‘RMNY 34584 P’.

NMNY 34585

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34585 Q’

NMNY 34586

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34586 C’
27.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Alteration ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘. (NRC033)’.

New class: ‘RMNY’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Reclassified from wagon ‘NMNY 34586 G’ to ’ wagon ‘RMNY 34586 K’.

NMNY 34587

10.01.1990 Repair ‘VEHICLE RECLASSIFY’.
10.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34587 L’
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NMNY 34590

10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34590 C’

NMNY 34591

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34591 L’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘AXLEBOX’.
14.08.1989 Repair ‘BOGIE BEARINGS’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.

NMNY 34592

15.04.1994 Reclassified from wagon ‘NMNY 34592 B’ to ’ wagon ‘RMNY 34592 F’.

NMNY 34594

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.

NMNY 34595

04.06.1994 Reclassified from wagon ‘NMNY 34595 F’ to ’ wagon ‘RMNY 34595 J’.

NMNY 34596

11.06.1994 Reclassified from wagon ‘NMNY 34596 Y’ to ’ wagon ‘RMNY 34596 S’.

NMNY 34597

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34597 T’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.10.1989 Repair ‘END HOSE’.

NMNY 34598

11.06.1994 Reclassified from wagon ‘NMNY 34598 J’ to ’ wagon ‘RMNY 34598 N’.
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NMNY 34599

13.07.1989 Repair ‘VEHICLE RECLASSIFY’.
13.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNX 34599 Y’

2.469 Wagon classification starting with ‘NOA’

NOAF 28179

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘BRAKE PULL ROD’.
21.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NOAF 28180

Details: wagon ‘NOAF 28180 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28183

Details: wagon ‘NOAF 28183 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28189

Details: wagon ‘NOAF 28189 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28191

Details: wagon ‘NOAF 28191 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

NOAF 28199

03.01.1993 Reclassified from wagon ‘NOAF 28199 N’ to ’ wagon ‘NDCH 2051 J’.
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NOAF 28210

Details: wagon ‘NOAF 28210 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28212

03.01.1993 Reclassified from wagon ‘NOAF 28212 X’ to ’ wagon ‘NDCH 2070 Q’.

NOAF 28231

Details: wagon ‘NOAF 28231 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28250

Details: wagon ‘NOAF 28250 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28251

Details: wagon ‘NOAF 28251 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28260

Details: wagon ‘NOAF 28260 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28261

Details: wagon ‘NOAF 28261 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28266

03.01.1993 Reclassified from wagon ‘NOAF 28266 P’ to ’ wagon ‘NDCH 2072 L’.

NOAF 28273

03.01.1993 Reclassified from wagon ‘NOAF 28273 T’ to ’ wagon ‘NDCH 2537 N’.

NOAF 28277

Details: wagon ‘NOAF 28277 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28295

03.01.1993 Reclassified from wagon ‘NOAF 28295 H’ to ’ wagon ‘NDCH 2539 X’.

NOAF 28309

Details: wagon ‘NOAF 28309 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28311

03.01.1993 Reclassified from wagon ‘NOAF 28311 G’ to ’ wagon ‘NDCH 2540 E’.

NOAF 28312

Details: wagon ‘NOAF 28312 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28330

Details: wagon ‘NOAF 28330 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28339

Details: wagon ‘NOAF 28339 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28363

03.01.1993 Reclassified from wagon ‘NOAF 28363 S’ to ’ wagon ‘NDCH 2542 W’.
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NOAF 28364

Details: wagon ‘NOAF 28364 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.8m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOAF 28372

03.01.1993 Reclassified from wagon ‘NOAF 28372 R’ to ’ wagon ‘NDCH 2052 S’.

2.470 Wagon classification starting with ‘NOB’

NOBF 33440

Details: wagon ‘NOBF 33440 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33440 J’
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NOBF 33545

Details: wagon ‘NOBF 33545 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33545 P’

NOBF 33569

Details: wagon ‘NOBF 33569 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33569 V
BSG Code: NXOZ

Capacity of 58 tonnes

25.07.1993 Repair ‘VEHICLE RECLASSIFY’.
25.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33569 V’

NOBF 33573

Details: wagon ‘NOBF 33573 S’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33573 V
BSG Code: NXOZ

Capacity of 58 tonnes

14.05.1993 Repair ‘VEHICLE RECLASSIFY’.
14.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33573 V’

NOBF 33592

Details: wagon ‘NOBF 33592 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33592 F
BSG Code: NXOZ

Capacity of 58 tonnes

10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33592 F’

NOBF 33636

Details: wagon ‘NOBF 33636 U’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33636 A’

NOBF 33642

Details: wagon ‘NOBF 33642 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOBX 33642 S
BSG Code: NXOZ

Capacity of 58 tonnes

10.06.1993 Repair ‘VEHICLE RECLASSIFY’.
10.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33642 S’

NOBF 33661

Details: wagon ‘NOBF 33661 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.07.1993 Repair ‘VEHICLE RECLASSIFY’.
01.07.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NOBX 33661 C’

NOBF 33664

Details: wagon ‘NOBF 33664 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 28341

24.11.1987 Reclassified from wagon ‘NOBX 28341 N’ to ’ wagon ‘NOAF 28341 H’.

NOBX 28375

04.01.1993 Reclassified from wagon ‘NOBX 28375 E’ to ’ wagon ‘NDEF 2088 C’.

NOBX 28376

29.06.1990 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28376 N’ to ’ wagon ‘NDEF 2500 Q’.

NOBX 28377

04.01.1993 Reclassified from wagon ‘NOBX 28377 W’ to ’ wagon ‘NDEF 2544 P’.
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NOBX 28380

04.01.1993 Reclassified from wagon ‘NOBX 28380 N’ to ’ wagon ‘NDEF 2763 N’.

NOBX 28381

04.01.1993 Reclassified from wagon ‘NOBX 28381 W’ to ’ wagon ‘NDEF 2745 P’.

NOBX 28382

04.01.1993 Reclassified from wagon ‘NOBX 28382 X’ to ’ wagon ‘NDEF 2768 M’.

NOBX 28384

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘STRIKING CASTING’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.

NOBX 28385

04.01.1993 Reclassified from wagon ‘NOBX 28385 M’ to ’ wagon ‘NDEF 2757 S’.

NOBX 28386

04.01.1993 Reclassified from wagon ‘NOBX 28386 V’ to ’ wagon ‘NDEF 2742 L’.

NOBX 28388

04.01.1993 Reclassified from wagon ‘NOBX 28388 Q’ to ’ wagon ‘NDEF 2532 M’.

NOBX 28389

03.10.1990 Repair ‘HANDRAILS’.
23.02.1991 Repair ‘HANDRAILS’.

NOBX 28390

Details: wagon ‘NOBX 28390 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXOZ

Capacity of 58 tonnes

30.11.1989 Repair ‘HANDRAILS’.

NOBX 28392

04.01.1993 Reclassified from wagon ‘NOBX 28392 Q’ to ’ wagon ‘NDEF 2513 F’.

NOBX 28393

04.01.1993 Reclassified from wagon ‘NOBX 28393 C’ to ’ wagon ‘NDEF 2755 A’.

NOBX 28394

04.01.1993 Reclassified from wagon ‘NOBX 28394 L’ to ’ wagon ‘NDEF 2751 K’.

NOBX 28395

25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘HANDRAILS’.
28.06.1990 Repair ‘HANDRAILS’.
28.06.1990 Repair ‘HANDRAILS’.
25.03.1991 Repair ‘HANDRAILS’.
25.03.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28395 U’ to ’ wagon ‘NDEF 2047 H’.

NOBX 28396

Details: wagon ‘NOBX 28396 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 28397

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘SIDE STEP’.

NOBX 28400

09.05.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘SIDE STEP’.

NOBX 28402

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.

NOBX 28403

15.05.1990 Repair ‘HANDRAILS’.

NOBX 28405

26.08.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28405 B’ to ’ wagon ‘NDEF 2501 C’.

NOBX 28407

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.

NOBX 28408

11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28408 F’ to ’ wagon ‘NDEF 2519 N’.

NOBX 28417

10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘BRAKE PULL ROD’.

NOBX 28418

04.01.1993 Reclassified from wagon ‘NOBX 28418 N’ to ’ wagon ‘NDEF 2750 B’.
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NOBX 28419

08.12.1989 Repair ‘SIDE STEP’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Reclassified from wagon ‘NOBX 28419 W’ to ’ wagon ‘NDEF 2082 R’.

NOBX 28420

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.

NOBX 28424

04.03.1990 Repair ‘SIDE STEP’.
29.06.1990 Repair ‘SIDE STEP’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.

NOBX 28426

04.01.1993 Reclassified from wagon ‘NOBX 28426 D’ to ’ wagon ‘NDEF 2754 Y’.

NOBX 28428

26.01.1991 Repair ‘HANDRAILS’.

NOBX 28429

04.01.1993 Reclassified from wagon ‘NOBX 28429 H’ to ’ wagon ‘NDEF 2548 F’.

NOBX 28431

22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘COUPLER KNUCKLE’.
08.06.1990 Repair ‘EMPTY LOAD VALVE’.
08.06.1990 Repair ‘GRADE CONTROL VALVE’.
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Repair ‘SIDE STEP’.
20.11.1990 Repair ‘HANDRAILS’.
24.11.1990 Repair ‘END HOSE’.
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NOBX 28433

07.11.1989 Repair ‘HANDRAILS’.
26.11.1990 Repair ‘BRAKE BLOCK RB95’.

NOBX 28435

11.05.1990 Repair ‘DOOR COMPLETE’.
11.05.1990 Repair ‘HANDRAILS’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1990 Repair ‘COUPLER KNUCKLE’.
21.05.1990 Repair ‘DOOR COMPLETE’.
21.05.1990 Repair ‘DOOR LOCK MECHANISM’.

NOBX 28439

10.03.1990 Repair ‘HANDRAILS’.

NOBX 28444

02.07.1990 Repair ‘HANDRAILS’.

NOBX 28447

04.01.1993 Reclassified from wagon ‘NOBX 28447 F’ to ’ wagon ‘NDEF 2531 D’.

NOBX 28448

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘SIDE STEP’.
15.08.1989 Repair ‘WHEEL SET’.
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘BRAKE PULL ROD’.

NOBX 28449

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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NOBX 28450

Details: wagon ‘NOBX 28450 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 28453

23.09.1990 Repair ‘HANDRAILS’.

NOBX 28454

14.06.1991 Repair ‘HANDRAILS’.
14.06.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28454 J’ to ’ wagon ‘NDEF 2761 S’.

NOBX 28455

11.01.1990 Repair ‘HANDRAILS’.

NOBX 28456

04.01.1993 Reclassified from wagon ‘NOBX 28456 E’ to ’ wagon ‘NDEF 1610 C’.

NOBX 28458

05.11.1989 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28458 W’ to ’ wagon ‘NDEF 2074 E’.

NOBX 28459

04.01.1993 Reclassified from wagon ‘NOBX 28459 X’ to ’ wagon ‘NDEF 2533 V’.

NOBX 28460

29.12.1989 Repair ‘HANDRAILS’.
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NOBX 28464

15.05.1990 Repair ‘HANDRAILS’.

NOBX 28466

25.08.1989 Repair ‘VEHICLE COMPLETE’.

NOBX 28467

04.01.1993 Reclassified from wagon ‘NOBX 28467 V’ to ’ wagon ‘NDEF 2746 B’.

NOBX 28468

06.04.1989 Reclassified from wagon ‘NOBX 28468 H’ to ’ wagon ‘NCUX 28468 R’.

NOBX 28469

17.11.1989 Repair ‘HANDRAILS’.
17.11.1989 Repair ‘HANDRAILS’.
26.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘VEHICLE COMPLETE’.

NOBX 28471

Details: wagon ‘NOBX 28471 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 28473

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.04.1990 Repair ‘DOOR COMPLETE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘HANDRAILS’.
12.04.1990 Repair ‘HANDRAILS’.

NOBX 28475

04.01.1993 Reclassified from wagon ‘NOBX 28475 L’ to ’ wagon ‘NDEF 2514 Y’.

NOBX 28476

16.10.1989 Repair ‘VEHICLE COMPLETE’.

NOBX 28478

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘HANDRAILS’.
16.01.1990 Repair ‘WHEEL SET’.
04.01.1993 Reclassified from wagon ‘NOBX 28478 P’ to ’ wagon ‘NDEF 2078 R’.

NOBX 28479

04.01.1993 Reclassified from wagon ‘NOBX 28479 B’ to ’ wagon ‘NDEF 2748 T’.

NOBX 28481

15.10.1990 Repair ‘DOOR LOCK MECHANISM’.

NOBX 28482

21.06.1990 Repair ‘HANDRAILS’.
10.12.1990 Repair ‘HANDBRAKE HANDLE’.

NOBX 28483

04.01.1993 Reclassified from wagon ‘NOBX 28483 B’ to ’ wagon ‘NDEF 2758 E’.

NOBX 28489

04.01.1993 Reclassified from wagon ‘NOBX 28489 J’ to ’ wagon ‘NDEF 2096 P’.
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NOBX 28490

22.05.1991 Repair ‘HANDRAILS’.

NOBX 28493

23.02.1991 Repair ‘HANDRAILS’.
23.02.1991 Repair ‘HANDRAILS’.

NOBX 28495

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NOBX 28496

Details: wagon ‘NOBX 28496 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 28498

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NOBX 28499

22.04.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28499 R’ to ’ wagon ‘NDEF 2099 T’.

NOBX 28500

10.11.1989 Repair ‘HANDRAILS’.
13.11.1989 Repair ‘END HOSE’.

NOBX 28504

17.09.1989 Repair ‘SIDE STEP’.
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NOBX 28505

13.12.1989 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28505 X’ to ’ wagon ‘NDEF 2743 U’.

NOBX 28511

07.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Reclassified from wagon ‘NOBX 28511 D’ to ’ wagon ‘NDEF 2089 L’.

NOBX 28514

04.01.1993 Reclassified from wagon ‘NOBX 28514 H’ to ’ wagon ‘NDEF 2771 D’.

NOBX 28517

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘END BRAKE COCK’.
15.12.1989 Repair ‘END HOSE’.

NOBX 28519

14.07.1989 Reclassified from wagon ‘NOBX 28519 G’ to ’ wagon ‘NCBX 28519 F’.

NOBX 28525

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.

NOBX 28526

27.05.1991 Repair ‘HANDRAILS’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘SIDE STEP’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
04.01.1993 Reclassified from wagon ‘NOBX 28526 K’ to ’ wagon ‘NDEF 2093 L’.

NOBX 28527

04.01.1993 Reclassified from wagon ‘NOBX 28527 T’ to ’ wagon ‘NDEF 2767 D’.

NOBX 28528

27.11.1990 Repair ‘BOGIE COMPLETE’.

NOBX 28531

04.01.1993 Reclassified from wagon ‘NOBX 28531 T’ to ’ wagon ‘NDEF 2048 Q’.
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NOBX 28532

21.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NOBX 28535

06.04.1991 Repair ‘HANDRAILS’.
10.04.1991 Repair ‘DOOR LOCK MECHANISM’.

NOBX 28536

05.05.1991 Repair ‘HANDBRAKE HANDLE’.

NOBX 28537

04.01.1993 Reclassified from wagon ‘NOBX 28537 E’ to ’ wagon ‘NDEF 2764 W’.

NOBX 28539

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘WHEEL SET’.
16.07.1990 Repair ‘HANDRAILS’.

NOBX 28541

04.01.1993 Reclassified from wagon ‘NOBX 28541 E’ to ’ wagon ‘NDEF 2759 N’.

NOBX 28544

08.12.1989 Repair ‘HANDRAILS’.

NOBX 28545

24.08.1989 Repair ‘SIDE STEP’.

NOBX 28546

08.04.1991 Repair ‘HANDRAILS’.
08.04.1991 Repair ‘SIDE STEP’.

NOBX 28547

14.06.1991 Repair ‘HANDRAILS’.
14.06.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 28547 M’ to ’ wagon ‘NDEF 2521 S’.
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NOBX 28551

17.11.1989 Repair ‘HANDRAILS’.
17.11.1989 Repair ‘HANDRAILS’.

NOBX 28555

04.01.1993 Reclassified from wagon ‘NOBX 28555 C’ to ’ wagon ‘NDEF 2744 G’.

NOBX 28556

30.10.1989 Repair ‘SIDE STEP’.

NOBX 28557

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

NOBX 28560

23.02.1991 Repair ‘HANDRAILS’.

NOBX 28561

17.11.1989 Repair ‘HANDRAILS’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘BRANCH PIPE’.
11.12.1989 Repair ‘COUPLER COMPLETE’.
11.12.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
05.07.1990 Repair ‘HANDBRAKE HANDLE’.

NOBX 28566

28.05.1990 Repair ‘BRAKE BLOCK RB95’.
13.10.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Reclassified from wagon ‘NOBX 28566 T’ to ’ wagon ‘NDEF 2749 F’.

NOBX 28567

04.01.1993 Reclassified from wagon ‘NOBX 28567 F’ to ’ wagon ‘NDEF 2102 G’.

NOBX 28568

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘EMPTY LOAD VALVE’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
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26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

NOBX 28569

24.07.1989 Repair ‘HANDRAILS’.
16.11.1990 Repair ‘HANDRAILS’.
16.11.1990 Repair ‘HANDRAILS’.

NOBX 28572

22.05.1991 Repair ‘HANDRAILS’.
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1993 Reclassified from wagon ‘NOBX 28572 Y’ to ’ wagon ‘NDEF 2766 R’.

NOBX 28573

04.01.1993 Reclassified from wagon ‘NOBX 28573 A’ to ’ wagon ‘NDEF 2762 E’.

NOBX 28577

26.11.1990 Repair ‘HANDRAILS’.

NOBX 28579

10.11.1989 Repair ‘HANDRAILS’.

NOBX 28581

04.01.1993 Reclassified from wagon ‘NOBX 28581 N’ to ’ wagon ‘NDEF 2747 K’.

NOBX 28582

Details: wagon ‘NOBX 28582 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 28584

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NOBX 28585

04.01.1993 Reclassified from wagon ‘NOBX 28585 D’ to ’ wagon ‘NDEF 2756 J’.

NOBX 28588

04.01.1993 Reclassified from wagon ‘NOBX 28588 H’ to ’ wagon ‘NDEF 2741 C’.

NOBX 28590

Details: wagon ‘NOBX 28590 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 28591

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.

NOBX 28595

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NOBX 28597

Details: wagon ‘NOBX 28597 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

26.11.1990 Repair ‘HANDRAILS END’.

NOBX 28598

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘END BRAKE COCK’.
15.12.1989 Repair ‘RELAY VALVE’.
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE COMPLETE’.
17.09.1990 Repair ‘BRAKE PULL ROD’.
17.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.09.1990 Repair ‘TOP CENTRE PLATE’.
17.09.1990 Repair ‘TRAIN PIPE’.
17.09.1990 Repair ‘YOKE COMPLETE’.
05.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘DISCHARGE DOOR’.

NOBX 28599

Details: wagon ‘NOBX 28599 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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Capacity of 58 tonnes

03.02.1992 Repair ‘HANDRAILS’.

NOBX 28600

06.08.1989 Repair ‘HANDRAILS’.
10.04.1992 Repair ‘SIDE STEP’.

NOBX 28601

Details: wagon ‘NOBX 28601 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.11.1989 Repair ‘SIDE STEP’.

NOBX 28602

Details: wagon ‘NOBX 28602 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 28603

Details: wagon ‘NOBX 28603 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.12.1990 Repair ‘DOOR LOCK MECHANISM’.
10.12.1990 Repair ‘HANDRAILS’.
25.10.1993 Repair ‘HANDRAILS’.
25.10.1993 Repair ‘HANDRAILS’.

NOBX 28604

10.11.1989 Repair ‘SIDE STEP’.

NOBX 28607

Details: wagon ‘NOBX 28607 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

24.12.1990 Repair ‘HANDRAILS’.
08.10.1993 Repair ‘HANDRAILS’.
04.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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NOBX 28608

Details: wagon ‘NOBX 28608 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.03.1990 Repair ‘HANDRAILS’.

NOBX 28609

23.02.1991 Repair ‘HANDRAILS’.

NOBX 28611

Details: wagon ‘NOBX 28611 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.03.1990 Repair ‘SIDE STEP’.

NOBX 28612

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Repair ‘TRAIN PIPE’.
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NOBX 28615

Details: wagon ‘NOBX 28615 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

05.04.1990 Repair ‘HANDRAILS’.
05.04.1990 Repair ‘SIDE STEP’.

NOBX 28618

17.10.1989 Repair ‘HANDRAILS’.
26.01.1991 Repair ‘HANDRAILS’.
17.06.1991 Reclassified from wagon ‘NOBX 28618 E’ to ’ wagon ‘NCBX 28618 D’.
28.02.1992 Repair ‘VEHICLE RECLASSIFY’.
28.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 28618 D’

NOBX 28619

17.10.1989 Repair ‘SIDE STEP’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘BRAKE LEVER’.
27.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.11.1989 Repair ‘END BRAKE COCK’.
27.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1989 Repair ‘VEHICLE COMPLETE’.
27.11.1989 Repair ‘VEHICLE COMPLETE’.

NOBX 28620

Details: wagon ‘NOBX 28620 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1993 Repair ‘HANDRAILS’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 28621

Details: wagon ‘NOBX 28621 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE COMPLETE’.
15.12.1989 Repair ‘BRANCH PIPE’.
18.03.1991 Repair ‘HANDRAILS’.
18.03.1991 Repair ‘SIDE STEP’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘EMPTY LOAD VALVE’.
01.05.1991 Repair ‘GRADE CONTROL VALVE’.
01.05.1991 Repair ‘HANDRAILS’.
01.05.1991 Repair ‘RELAY VALVE’.
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NOBX 28622

14.11.1989 Repair ‘HANDRAILS’.
14.11.1989 Repair ‘SIDE STEP’.
14.11.1989 Repair ‘SIDE STEP’.
12.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NOBX 31611

04.01.1993 Reclassified from wagon ‘NOBX 31611 T’ to ’ wagon ‘NDEF 2050 V’.

NOBX 31612

Details: wagon ‘NOBX 31612 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

17.08.1990 Repair ‘HANDRAILS’.

NOBX 31614

Details: wagon ‘NOBX 31614 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 31615

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘DOOR HINGES AND PINS’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘HANDRAILS’.
26.02.1990 Repair ‘HANDRAILS’.
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘HANDRAILS’.

NOBX 31616

23.11.1989 Repair ‘HANDRAILS’.
23.11.1989 Repair ‘HANDRAILS’.
18.08.1991 Repair ‘COUPLER KNUCKLE PIN’.

NOBX 31621

24.04.1991 Reclassified from wagon ‘NOBX 31621 E’ to ’ wagon ‘NCUX 31621 Y’.

NOBX 31623

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.

NOBX 31624

10.03.1990 Repair ‘HANDRAILS’.

NOBX 31626

Details: wagon ‘NOBX 31626 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 31628

12.07.1988 Reclassified from wagon ‘NOBX 31628 V’ to ’ wagon ‘NCUX 31628 X’.

NOBX 31629

Details: wagon ‘NOBX 31629 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘HANDRAILS’.
16.12.1991 Repair ‘SIDE STEP’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.

NOBX 31631

Details: wagon ‘NOBX 31631 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 31632

15.02.1990 Repair ‘HANDRAILS’.
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NOBX 31633

Details: wagon ‘NOBX 31633 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

20.02.1992 Repair ‘HANDRAILS’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘END BRAKE COCK’.
27.02.1992 Repair ‘END HOSE’.
27.02.1992 Repair ‘TRAIN PIPE (END)’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.

NOBX 31634

10.03.1990 Repair ‘HANDRAILS’.
10.03.1990 Repair ‘HANDRAILS’.
14.06.1991 Repair ‘HANDRAILS’.
04.01.1993 Reclassified from wagon ‘NOBX 31634 Q’ to ’ wagon ‘NDEF 2760 J’.

NOBX 31638

Details: wagon ‘NOBX 31638 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 31641

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘END BRAKE COCK’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HANDRAILS’.

NOBX 31642

Details: wagon ‘NOBX 31642 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 31643

Details: wagon ‘NOBX 31643 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘HANDRAILS’.
22.02.1991 Repair ‘HANDRAILS’.
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NOBX 31644

Details: wagon ‘NOBX 31644 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.05.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 31647

Details: wagon ‘NOBX 31647 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.01.1994 Repair ‘SIDE BEARER’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘SIDE BEARER’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 31648

Details: wagon ‘NOBX 31648 Y’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

31.07.1992 Repair ‘HANDRAILS’.
31.07.1992 Repair ‘STEP’.

NOBX 31650

Details: wagon ‘NOBX 31650 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.02.1992 Repair ‘HANDRAILS’.

NOBX 31652

Details: wagon ‘NOBX 31652 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXOZ

Capacity of 58 tonnes

31.08.1990 Repair ‘HANDRAILS’.

NOBX 31654

Details: wagon ‘NOBX 31654 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 31657

Details: wagon ‘NOBX 31657 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

20.11.1989 Repair ‘HANDRAILS’.
20.11.1989 Repair ‘SIDE STEP’.
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NOBX 31660

Details: wagon ‘NOBX 31660 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.09.1993 Repair ‘DOOR COMPLETE’.

NOBX 33401

Details: wagon ‘NOBX 33401 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

26.08.1991 Repair ‘HANDRAILS’.

NOBX 33402

Details: wagon ‘NOBX 33402 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

24.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

NOBX 33403

Details: wagon ‘NOBX 33403 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33404

17.04.1989 Reclassified from wagon ‘NOBX 33404 N’ to ’ wagon ‘NCBX 33404 M’.

NOBX 33405

09.02.1990 Reclassified from wagon ‘NOBX 33405 W’ to ’ wagon ‘NCBX 33405 V’.

NOBX 33406

Details: wagon ‘NOBX 33406 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

30.03.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33407

14.07.1989 Reclassified from wagon ‘NOBX 33407 R’ to ’ wagon ‘NCUX 33407 E’.

NOBX 33409

Details: wagon ‘NOBX 33409 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘HANDRAILS’.
13.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1993 Repair ‘SIDE STEP’.

NOBX 33410

26.01.1989 Reclassified from wagon ‘NOBX 33410 X’ to ’ wagon ‘NCFX 33410 T’.

NOBX 33411

Details: wagon ‘NOBX 33411 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33412

Details: wagon ‘NOBX 33412 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

21.12.1993 Repair ‘HANDRAILS’.
21.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1993 Repair ‘WHEEL SET’.
03.01.1994 Repair ‘HANDRAILS’.

NOBX 33413

14.07.1989 Reclassified from wagon ‘NOBX 33413 M’ to ’ wagon ‘NCUX 33413 W’.

NOBX 33414

Details: wagon ‘NOBX 33414 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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Capacity of 58 tonnes

08.04.1991 Repair ‘HANDRAILS’.

NOBX 33415

28.11.1988 Reclassified from wagon ‘NOBX 33415 H’ to ’ wagon ‘NCFX 33415 S’.

NOBX 33416

30.11.1990 Repair ‘HANDRAILS’.

NOBX 33417

Details: wagon ‘NOBX 33417 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33419

10.04.1989 Reclassified from wagon ‘NOBX 33419 U’ to ’ wagon ‘NCFX 33419 X’.

NOBX 33422

Details: wagon ‘NOBX 33422 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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Capacity of 58 tonnes

28.08.1989 Repair ‘STEP’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Repair ‘DOOR COMPLETE’.

NOBX 33423

Details: wagon ‘NOBX 33423 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘HANDRAILS’.
08.09.1989 Repair ‘HANDRAILS’.

NOBX 33424

Details: wagon ‘NOBX 33424 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 33425

Details: wagon ‘NOBX 33425 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.04.1991 Repair ‘HANDRAILS’.

NOBX 33427

06.03.1990 Repair ‘HANDRAILS’.

NOBX 33428

Details: wagon ‘NOBX 33428 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

27.02.1994 Repair ‘VEHICLE COMPLETE’.

9587



2. TIMS GROUP INFORMATION - WAGONS

NOBX 33429

Details: wagon ‘NOBX 33429 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

21.10.1990 Repair ‘HANDRAILS’.

NOBX 33431

Details: wagon ‘NOBX 33431 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE CONTROL PIPE’.
12.03.1990 Repair ‘BRAKE PULL ROD’.
12.03.1990 Repair ‘TRAIN PIPE (END)’.
26.02.1993 Repair ‘SIDE STEP’.

NOBX 33432

Details: wagon ‘NOBX 33432 T’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33433

10.07.1990 Repair ‘HANDRAILS’.

NOBX 33434

25.06.1989 Reclassified from wagon ‘NOBX 33434 Y’ to ’ wagon ‘NCBX 33434 N’.

NOBX 33435

10.04.1989 Reclassified from wagon ‘NOBX 33435 A’ to ’ wagon ‘NCFX 33435 L’.

NOBX 33436

14.07.1989 Reclassified from wagon ‘NOBX 33436 J’ to ’ wagon ‘NCUX 33436 T’.

NOBX 33437

Details: wagon ‘NOBX 33437 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

02.10.1990 Repair ‘VEHICLE STENCILS’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.

NOBX 33438

Details: wagon ‘NOBX 33438 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

28.05.1990 Repair ‘BRAKE BLOCK RB95’.

NOBX 33439

Details: wagon ‘NOBX 33439 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33440

01.07.1993 Reclassified from wagon ‘NOBX 33440 J’ to ’ wagon ‘NOBF 33440 G’.

NOBX 33441

12.11.1987 Reclassified from wagon ‘NOBX 33441 S’ to ’ wagon ‘NCUX 33441 F’.
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NOBX 33442

Details: wagon ‘NOBX 33442 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33443

25.03.1990 Reclassified from wagon ‘NOBX 33443 N’ to ’ wagon ‘NKCF 33443 F’.

NOBX 33444

Details: wagon ‘NOBX 33444 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.07.1990 Repair ‘HANDRAILS’.

NOBX 33445

Details: wagon ‘NOBX 33445 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33446

Details: wagon ‘NOBX 33446 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

05.11.1992 Repair ‘HANDRAILS’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Repair ‘VEHICLE COMPLETE’.
12.04.1993 Repair ‘HANDRAILS’.
12.04.1993 Repair ‘SIDE STEP’.

NOBX 33447

Details: wagon ‘NOBX 33447 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

20.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1993 Repair ‘BOGIE SPRING’.
16.05.1993 Repair ‘HANDRAILS’.

NOBX 33448

Details: wagon ‘NOBX 33448 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33449

Details: wagon ‘NOBX 33449 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.05.1990 Repair ‘TRAIN PIPE (END)’.
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30.05.1990 Repair ‘TRAIN PIPE’.
15.11.1991 Repair ‘HANDRAILS’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘BRAKE CONTROL PIPE’.
21.08.1992 Repair ‘BRAKE LEVER’.
21.08.1992 Repair ‘END BRAKE COCK’.
21.08.1992 Repair ‘END HOSE’.
21.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1992 Repair ‘TRAIN PIPE (END)’.
21.08.1992 Repair ‘TRAIN PIPE’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Repair ‘HANDRAILS’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 33450

Details: wagon ‘NOBX 33450 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33451

Details: wagon ‘NOBX 33451 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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Capacity of 58 tonnes

NOBX 33455

Details: wagon ‘NOBX 33455 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33456

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘BRAKE SPRING’.

NOBX 33457

Details: wagon ‘NOBX 33457 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘HANDRAILS’.
03.05.1991 Repair ‘SIDE STEP’.
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NOBX 33458

Details: wagon ‘NOBX 33458 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.09.1993 Repair ‘DOOR COMPLETE’.

NOBX 33459

17.04.1989 Reclassified from wagon ‘NOBX 33459 G’ to ’ wagon ‘NCFX 33459 R’.

NOBX 33460

Details: wagon ‘NOBX 33460 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

06.08.1990 Repair ‘BRAKE BLOCK RB95’.

NOBX 33462

Details: wagon ‘NOBX 33462 U’ in AN ‘Mainland Division’.

Operator: C

9596



2.470. Wagon classification starting with ‘NOB’

Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NOBX 33463

Details: wagon ‘NOBX 33463 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

14.07.1992 Repair ‘HANDBRAKE HANDLE’.
24.08.1992 Repair ‘HANDRAILS’.
24.08.1992 Repair ‘HANDRAILS’.

NOBX 33464

Details: wagon ‘NOBX 33464 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33466

Details: wagon ‘NOBX 33466 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33467

Details: wagon ‘NOBX 33467 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

12.01.1994 Repair ‘END HOSE’.
16.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
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NOBX 33468

Details: wagon ‘NOBX 33468 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘TRAIN PIPE (END)’.
18.11.1991 Repair ‘HANDRAILS’.
18.11.1991 Repair ‘SIDE STEP’.
27.08.1993 Repair ‘DOOR COMPLETE’.
27.08.1993 Repair ‘SIDE STEP’.

NOBX 33469

05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1991 Repair ‘HANDRAILS’.
16.03.1991 Repair ‘HANDRAILS’.
24.07.1991 Repair ‘HANDRAILS’.

NOBX 33470

Details: wagon ‘NOBX 33470 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 33471

Details: wagon ‘NOBX 33471 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘DOOR COMPLETE’.
08.02.1991 Repair ‘SIDE STEP’.
17.06.1991 Repair ‘HANDRAILS’.

NOBX 33473

Details: wagon ‘NOBX 33473 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33474

Details: wagon ‘NOBX 33474 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33475

08.05.1989 Reclassified from wagon ‘NOBX 33475 J’ to ’ wagon ‘NCBX 33475 X’.

NOBX 33476

Details: wagon ‘NOBX 33476 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

28.10.1989 Repair ‘DOOR LOCK MECHANISM’.
28.10.1989 Repair ‘HANDRAILS’.

NOBX 33477

05.06.1991 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE PULL ROD’.
12.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1992 Repair ‘TRAIN PIPE (END)’.

NOBX 33478

14.07.1989 Reclassified from wagon ‘NOBX 33478 N’ to ’ wagon ‘NCUX 33478 A’.

NOBX 33479

19.10.1988 Reclassified from wagon ‘NOBX 33479 W’ to ’ wagon ‘NCBX 33479 V’.
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NOBX 33480

Details: wagon ‘NOBX 33480 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE ADJUSTING LEVER’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘HANDRAILS’.

NOBX 33481

04.01.1993 Reclassified from wagon ‘NOBX 33481 E’ to ’ wagon ‘NDEF 2546 K’.

NOBX 33482

Details: wagon ‘NOBX 33482 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33485

23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.03.1990 Repair ‘BRAKE PULL ROD’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE LEVER’.
05.04.1990 Repair ‘BRAKE PULL ROD’.
05.04.1990 Repair ‘BRANCH PIPE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘SIDE BEARER’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Repair ‘YOKE COMPLETE’.

NOBX 33486

Details: wagon ‘NOBX 33486 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.

NOBX 33487

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.02.1991 Repair ‘END BRAKE COCK’.

NOBX 33488

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NOBX 33489

25.02.1992 Repair ‘HANDRAILS’.
25.02.1992 Repair ‘SIDE STEP’.
25.05.1992 Repair ‘HANDRAILS’.
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NOBX 33490

17.04.1990 Repair ‘END HOSE’.
14.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

NOBX 33491

Details: wagon ‘NOBX 33491 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33492

02.04.1991 Repair ‘HANDRAILS’.
25.02.1992 Repair ‘HANDRAILS’.
25.02.1992 Repair ‘SIDE STEP’.

NOBX 33495

Details: wagon ‘NOBX 33495 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.02.1992 Repair ‘HANDRAILS’.
09.10.1993 Repair ‘HANDRAILS’.

9604
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NOBX 33497

Details: wagon ‘NOBX 33497 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1993 Repair ‘HANDRAILS’.

NOBX 33498

Details: wagon ‘NOBX 33498 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33499

13.08.1990 Repair ‘HANDRAILS’.
13.08.1990 Repair ‘HANDRAILS’.
13.08.1990 Repair ‘SIDE STEP’.
13.05.1991 Repair ‘SIDE STEP’.
03.02.1992 Repair ‘HANDRAILS’.
23.03.1993 Reclassified from wagon ‘NOBX 33499 P’ to ’ wagon ‘NDCH 2921 C’.
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NOBX 33501

Details: wagon ‘NOBX 33501 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BEARERS’.
15.10.1990 Repair ‘HANDRAILS’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33503

Details: wagon ‘NOBX 33503 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33504

25.06.1989 Reclassified from wagon ‘NOBX 33504 U’ to ’ wagon ‘NCUX 33504 H’.

NOBX 33506

Details: wagon ‘NOBX 33506 P’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

05.07.1991 Repair ‘HANDRAILS’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘DOOR LOCK MECHANISM’.

NOBX 33507

Details: wagon ‘NOBX 33507 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

25.02.1991 Repair ‘HANDRAILS’.
24.03.1992 Repair ‘HANDRAILS’.
24.03.1992 Repair ‘SIDE STEP’.

NOBX 33508

10.08.1989 Repair ‘HANDRAILS’.
10.08.1989 Repair ‘SIDE STEP’.

NOBX 33509

Details: wagon ‘NOBX 33509 T’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

09.10.1993 Repair ‘SIDE STEP’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘END FRAME MEMBER’.
22.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33510

Details: wagon ‘NOBX 33510 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33511

Details: wagon ‘NOBX 33511 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33513

Details: wagon ‘NOBX 33513 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33515

04.01.1993 Reclassified from wagon ‘NOBX 33515 Y’ to ’ wagon ‘NDEF 2773 V’.

NOBX 33516

Details: wagon ‘NOBX 33516 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.02.1992 Repair ‘HANDRAILS’.
09.03.1992 Repair ‘HANDRAILS’.
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NOBX 33517

Details: wagon ‘NOBX 33517 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.04.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘HANDRAILS’.
10.04.1992 Repair ‘SIDE STEP’.

NOBX 33518

10.04.1989 Reclassified from wagon ‘NOBX 33518 S’ to ’ wagon ‘NCFX 33518 G’.

NOBX 33519

Details: wagon ‘NOBX 33519 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

28.01.1991 Repair ‘HANDRAILS’.
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NOBX 33520

Details: wagon ‘NOBX 33520 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
07.03.1991 Repair ‘TOP CENTRE PLATE’.

NOBX 33521

Details: wagon ‘NOBX 33521 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

08.04.1991 Repair ‘HANDRAILS’.

NOBX 33522

Details: wagon ‘NOBX 33522 S’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BRAKE PULL ROD’.
25.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1991 Repair ‘HANDRAILS’.
08.02.1991 Repair ‘HANDRAILS’.

NOBX 33523

31.12.1989 Repair ‘SIDE STEP’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘WHEEL SET’.
15.09.1991 Repair ‘HANDRAILS’.
09.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NOBX 33524

Details: wagon ‘NOBX 33524 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

16.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NOBX 33526

Details: wagon ‘NOBX 33526 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.02.1992 Repair ‘HANDRAILS’.

NOBX 33527

Details: wagon ‘NOBX 33527 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33528

03.02.1992 Repair ‘SIDE STEP’.

NOBX 33530

17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.05.1993 Repair ‘HANDRAILS’.
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NOBX 33532

20.06.1989 Reclassified from wagon ‘NOBX 33532 D’ to ’ wagon ‘NCUX 33532 N’.

NOBX 33534

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.11.1989 Repair ‘SIDE STEP’.
17.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1989 Repair ‘WEAR PLATES & SADDLES’.

NOBX 33535

Details: wagon ‘NOBX 33535 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33536

Details: wagon ‘NOBX 33536 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 33539

Details: wagon ‘NOBX 33539 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘HANDRAILS’.
21.10.1991 Repair ‘HANDRAILS’.
21.10.1991 Repair ‘HANDRAILS END’.

NOBX 33542

Details: wagon ‘NOBX 33542 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

23.02.1991 Repair ‘HANDRAILS’.
23.02.1991 Repair ‘HANDRAILS’.

NOBX 33543

Details: wagon ‘NOBX 33543 U’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘BRAKE PULL ROD’.

NOBX 33544

01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘DOOR LOCK MECHANISM’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.

NOBX 33545

01.07.1993 Reclassified from wagon ‘NOBX 33545 P’ to ’ wagon ‘NOBF 33545 M’.

NOBX 33547

Details: wagon ‘NOBX 33547 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 33549

Details: wagon ‘NOBX 33549 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

04.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.

NOBX 33550

Details: wagon ‘NOBX 33550 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33551

Details: wagon ‘NOBX 33551 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

20.11.1989 Repair ‘HANDRAILS’.
20.11.1989 Repair ‘HANDRAILS’.
20.11.1989 Repair ‘SIDE STEP’.

NOBX 33552

20.10.1989 Repair ‘AXLEBOX’.

NOBX 33553

04.01.1993 Reclassified from wagon ‘NOBX 33553 F’ to ’ wagon ‘NDEF 2063 K’.

NOBX 33558

Details: wagon ‘NOBX 33558 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

15.12.1992 Repair ‘HANDRAILS’.

NOBX 33559

22.03.1990 Repair ‘HANDRAILS’.
23.03.1990 Repair ‘HANDRAILS’.

NOBX 33560

Details: wagon ‘NOBX 33560 J’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33561

30.11.1990 Repair ‘BRAKE BLOCK RB95’.
30.11.1990 Repair ‘HANDRAILS’.

NOBX 33563

Details: wagon ‘NOBX 33563 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘EMPTY LOAD VALVE’.
25.09.1989 Repair ‘GRADE CONTROL VALVE’.
25.09.1989 Repair ‘HANDRAILS’.
25.09.1989 Repair ‘SIDE STEP’.
30.01.1991 Repair ‘HANDRAILS’.

NOBX 33565

Details: wagon ‘NOBX 33565 X’ in AN ‘Mainland Division’.

Operator: C

9619



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33566

Details: wagon ‘NOBX 33566 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

27.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 33567

26.01.1989 Reclassified from wagon ‘NOBX 33567 D’ to ’ wagon ‘NCFX 33567 Y’.

NOBX 33569

25.07.1993 Reclassified from wagon ‘NOBX 33569 V’ to ’ wagon ‘NOBF 33569 S’.

NOBX 33570

Details: wagon ‘NOBX 33570 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.01.1993 Repair ‘HANDRAILS’.

NOBX 33572

Details: wagon ‘NOBX 33572 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33573

12.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.01.1992 Repair ‘TRAIN PIPE (END)’.
14.05.1993 Reclassified from wagon ‘NOBX 33573 V’ to ’ wagon ‘NOBF 33573 S’.

NOBX 33574

17.04.1989 Reclassified from wagon ‘NOBX 33574 H’ to ’ wagon ‘NCFX 33574 S’.

NOBX 33575

Details: wagon ‘NOBX 33575 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRAKE LEVER’.
26.10.1992 Repair ‘BRAKE PULL ROD’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33576

Details: wagon ‘NOBX 33576 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33577

Details: wagon ‘NOBX 33577 L’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘BRAKE LEVER’.
23.11.1990 Repair ‘TRAIN PIPE (END)’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33578

Details: wagon ‘NOBX 33578 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRAKE PULL ROD’.
13.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NOBX 33579

Details: wagon ‘NOBX 33579 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33580

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE PULL ROD’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
30.08.1989 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.

NOBX 33581

Details: wagon ‘NOBX 33581 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33582

03.08.1992 Repair ‘HANDRAILS’.
03.08.1992 Repair ‘SIDE STEP’.

NOBX 33583

Details: wagon ‘NOBX 33583 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33584

07.07.1989 Reclassified from wagon ‘NOBX 33584 P’ to ’ wagon ‘NCBX 33584 Y’.

NOBX 33585

11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘DOOR COMPLETE’.
11.06.1990 Repair ‘EMPTY LOAD VALVE’.
11.06.1990 Repair ‘GRADE CONTROL VALVE’.

NOBX 33587

14.07.1989 Reclassified from wagon ‘NOBX 33587 T’ to ’ wagon ‘NCUX 33587 G’.

NOBX 33588

30.04.1990 Reclassified from wagon ‘NOBX 33588 F’ to ’ wagon ‘NCBX 33588 E’.

NOBX 33589

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘BRAKE CONTROL PIPE’.

NOBX 33592

29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Repair ‘HANDRAILS’.
10.06.1993 Reclassified from wagon ‘NOBX 33592 F’ to ’ wagon ‘NOBF 33592 C’.

NOBX 33594

29.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
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NOBX 33595

Details: wagon ‘NOBX 33595 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

06.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 33596

24.03.1990 Reclassified from wagon ‘NOBX 33596 S’ to ’ wagon ‘NKCF 33596 K’.

NOBX 33597

27.02.1989 Reclassified from wagon ‘NOBX 33597 E’ to ’ wagon ‘NCFX 33597 P’.

NOBX 33598

25.03.1990 Reclassified from wagon ‘NOBX 33598 N’ to ’ wagon ‘NKCF 33598 F’.

NOBX 33599

Details: wagon ‘NOBX 33599 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

9626



2.470. Wagon classification starting with ‘NOB’

NOBX 33600

14.07.1989 Reclassified from wagon ‘NOBX 33600 Y’ to ’ wagon ‘NCUX 33600 B’.

NOBX 33601

Details: wagon ‘NOBX 33601 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

09.08.1993 Repair ‘HANDRAILS’.
22.08.1993 Repair ‘HANDRAILS’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 33602

Details: wagon ‘NOBX 33602 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

07.02.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 33605

11.10.1988 Reclassified from wagon ‘NOBX 33605 N’ to ’ wagon ‘NCBX 33605 M’.
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NOBX 33606

03.04.1989 Reclassified from wagon ‘NOBX 33606 W’ to ’ wagon ‘NCBX 33606 V’.

NOBX 33608

Details: wagon ‘NOBX 33608 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33609

17.04.1989 Reclassified from wagon ‘NOBX 33609 D’ to ’ wagon ‘NCFX 33609 Y’.

NOBX 33611

Details: wagon ‘NOBX 33611 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘SIDE BEARER’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1992 Repair ‘HANDRAILS’.
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NOBX 33612

Details: wagon ‘NOBX 33612 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘HANDBRAKE HANDLE’.
20.03.1990 Repair ‘TRAIN PIPE (END)’.
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BRAKE BLOCK RB95’.
05.04.1990 Repair ‘HANDRAILS’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
03.07.1991 Repair ‘TRAIN PIPE’.
03.07.1991 Repair ‘TRAIN PIPE’.

NOBX 33614

25.09.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33616

Details: wagon ‘NOBX 33616 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘HANDRAILS’.
15.06.1990 Repair ‘SIDE STEP’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘TRAIN PIPE’.
24.06.1991 Repair ‘TRAIN PIPE’.
12.09.1991 Repair ‘HANDRAILS’.
01.03.1993 Repair ‘SIDE STEP’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33617

16.01.1989 Reclassified from wagon ‘NOBX 33617 Q’ to ’ wagon ‘NCBX 33617 P’.

NOBX 33618

11.05.1992 Repair ‘HANDRAILS’.
11.05.1992 Repair ‘SIDE STEP’.

NOBX 33620

Details: wagon ‘NOBX 33620 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCBX 33620 G EX NCFX33620 S
BSG Code: NXOZ
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Capacity of 58 tonnes

11.10.1988 Reclassified from wagon ‘NOBX 33620 H’ to ’ wagon ‘NCBX 33620 G’.
29.08.1990 Repair ‘VEHICLE RECLASSIFY’.
29.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33620 S’

NOBX 33622

05.06.1991 Repair ‘BOGIE COMPLETE’.

NOBX 33623

Details: wagon ‘NOBX 33623 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

04.12.1993 Repair ‘HANDRAILS’.
11.01.1994 Repair ‘HANDRAILS’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33624

Details: wagon ‘NOBX 33624 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 33625

26.01.1989 Reclassified from wagon ‘NOBX 33625 G’ to ’ wagon ‘NCFX 33625 R’.

NOBX 33626

Details: wagon ‘NOBX 33626 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

04.12.1993 Repair ‘END HOSE’.

NOBX 33627

25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1993 Reclassified from wagon ‘NOBX 33627 B’ to ’ wagon ‘NDEF 2897 L’.

NOBX 33628

Details: wagon ‘NOBX 33628 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

28.06.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33629

Details: wagon ‘NOBX 33629 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

26.06.1990 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33630

03.08.1989 Repair ‘HANDRAILS’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘TRAIN PIPE’.

NOBX 33631

Details: wagon ‘NOBX 33631 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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Capacity of 58 tonnes

27.11.1990 Repair ‘BOGIE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33633

Details: wagon ‘NOBX 33633 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

13.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.02.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33635

26.02.1990 Reclassified from wagon ‘NOBX 33635 Y’ to ’ wagon ‘NCBX 33635 N’.

NOBX 33636

01.07.1993 Reclassified from wagon ‘NOBX 33636 A’ to ’ wagon ‘NOBF 33636 U’.

NOBX 33637

Details: wagon ‘NOBX 33637 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL

9634



2.470. Wagon classification starting with ‘NOB’

BSG Code: NXOZ

Capacity of 58 tonnes

05.11.1990 Repair ‘HANDRAILS’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33638

Details: wagon ‘NOBX 33638 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

01.02.1990 Repair ‘HANDRAILS’.
01.02.1990 Repair ‘HANDRAILS’.

NOBX 33639

Details: wagon ‘NOBX 33639 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

12.03.1990 Repair ‘SIDE STEP’.
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NOBX 33640

Details: wagon ‘NOBX 33640 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘RELAY VALVE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘WHEEL SET’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33641

04.01.1993 Reclassified from wagon ‘NOBX 33641 J’ to ’ wagon ‘NDEF 2772 M’.

NOBX 33642

10.06.1993 Reclassified from wagon ‘NOBX 33642 S’ to ’ wagon ‘NOBF 33642 P’.

NOBX 33644

Details: wagon ‘NOBX 33644 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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28.09.1990 Repair ‘STRIKING CASTING’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33645

Details: wagon ‘NOBX 33645 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

22.03.1990 Repair ‘SIDE STEP’.
23.03.1990 Repair ‘HANDRAILS’.
23.03.1990 Repair ‘SIDE STEP’.

NOBX 33646

14.07.1989 Reclassified from wagon ‘NOBX 33646 X’ to ’ wagon ‘NCBX 33646 H’.

NOBX 33650

Details: wagon ‘NOBX 33650 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

18.01.1990 Repair ‘HANDRAILS’.
18.01.1990 Repair ‘SIDE STEP’.
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NOBX 33652

26.01.1989 Reclassified from wagon ‘NOBX 33652 D’ to ’ wagon ‘NCFX 33652 Y’.

NOBX 33653

Details: wagon ‘NOBX 33653 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33654

Details: wagon ‘NOBX 33654 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

15.06.1991 Repair ‘END HOSE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.

NOBX 33655

21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.10.1991 Repair ‘BOGIE COMPLETE’.
21.10.1991 Repair ‘BRAKE PULL ROD’.
21.10.1991 Repair ‘SIDE BEARER’.

NOBX 33657

27.03.1990 Repair ‘TRAIN PIPE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.

NOBX 33658

04.01.1993 Reclassified from wagon ‘NOBX 33658 L’ to ’ wagon ‘NDEF 2526 R’.

NOBX 33659

26.01.1989 Reclassified from wagon ‘NOBX 33659 U’ to ’ wagon ‘NCFX 33659 X’.

NOBX 33660

Details: wagon ‘NOBX 33660 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33661

01.07.1993 Reclassified from wagon ‘NOBX 33661 C’ to ’ wagon ‘NOBF 33661 W’.

NOBX 33662

Details: wagon ‘NOBX 33662 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

09.10.1993 Repair ‘HANDRAILS’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33663

Details: wagon ‘NOBX 33663 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

04.09.1989 Repair ‘HANDRAILS’.

NOBX 33664

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BRAKE LEVER’.
26.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1992 Repair ‘RELAY VALVE’.
26.08.1992 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.

NOBX 33665

Details: wagon ‘NOBX 33665 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘WHEEL SET’.
04.10.1991 Repair ‘HANDRAILS’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘WHEEL SET’.

NOBX 33666

03.02.1992 Repair ‘HANDRAILS’.

NOBX 33667

Details: wagon ‘NOBX 33667 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

NOBX 33668

Details: wagon ‘NOBX 33668 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

10.06.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33669

Details: wagon ‘NOBX 33669 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

03.04.1992 Repair ‘VEHICLE COMPLETE’.

NOBX 33671

Details: wagon ‘NOBX 33671 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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NOBX 33672

Details: wagon ‘NOBX 33672 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

06.12.1991 Repair ‘HANDRAILS’.

NOBX 33673

Details: wagon ‘NOBX 33673 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

30.01.1990 Repair ‘END BRAKE COCK’.

NOBX 33674

26.01.1989 Reclassified from wagon ‘NOBX 33674 Y’ to ’ wagon ‘NCFX 33674 C’.

NOBX 33675

Details: wagon ‘NOBX 33675 A’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes

07.12.1989 Repair ‘HANDRAILS’.
07.12.1989 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘HANDRAILS’.
24.11.1990 Repair ‘SIDE STEP’.
27.11.1993 Repair ‘HANDRAILS’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.

NOBX 33676

04.01.1993 Reclassified from wagon ‘NOBX 33676 J’ to ’ wagon ‘NDEF 2541 L’.

NOBX 33678

26.11.1990 Repair ‘HANDRAILS’.

NOBX 33679

19.03.1990 Reclassified from wagon ‘NOBX 33679 N’ to ’ wagon ‘NKCF 33679 F’.

NOBX 33680

Details: wagon ‘NOBX 33680 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

Capacity of 58 tonnes
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18.12.1990 Repair ‘TRAIN PIPE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.

2.471 Wagon classification starting with ‘NOC’

NOCY 34601

Details: wagon ‘NOCY 34601 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.12.1990 Repair ‘SIDE STEP’.
27.07.1992 Repair ‘HANDRAILS’.
27.07.1992 Repair ‘SIDE STEP’.

NOCY 34602

Details: wagon ‘NOCY 34602 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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NOCY 34603

Details: wagon ‘NOCY 34603 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

06.03.1993 Repair ‘SIDE STEP’.
02.10.1993 Repair ‘SIDE STEP’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34604

Details: wagon ‘NOCY 34604 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34605

Details: wagon ‘NOCY 34605 D’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘WHEEL SET’.

NOCY 34606

Details: wagon ‘NOCY 34606 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

08.10.1992 Repair ‘SIDE STEP’.
18.10.1993 Repair ‘SIDE STEP’.

NOCY 34607

Details: wagon ‘NOCY 34607 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1989 Repair ‘BRAKE PULL ROD’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.

NOCY 34608

Details: wagon ‘NOCY 34608 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

06.04.1991 Repair ‘SIDE STEP’.

NOCY 34609

Details: wagon ‘NOCY 34609 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34611

Details: wagon ‘NOCY 34611 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘HANDRAILS’.
18.04.1991 Repair ‘SIDE STEP’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.01.1992 Repair ‘SIDE STEP’.
13.05.1993 Repair ‘BRAKE PULL ROD’.

NOCY 34612

Details: wagon ‘NOCY 34612 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34613

Details: wagon ‘NOCY 34613 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.05.1991 Repair ‘SIDE STEP’.
23.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NOCY 34614

Details: wagon ‘NOCY 34614 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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24.02.1993 Repair ‘SIDE STEP’.
16.11.1993 Repair ‘SIDE STEP’.
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘COUPLER KNUCKLE’.
08.01.1994 Repair ‘WHEEL SET’.

NOCY 34615

Details: wagon ‘NOCY 34615 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1990 Repair ‘BRAKE PULL ROD’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘END BRAKE COCK’.
29.06.1990 Repair ‘END BRAKE COCK’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘WHEEL SET’.

NOCY 34616

Details: wagon ‘NOCY 34616 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34617

Details: wagon ‘NOCY 34617 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34618

Details: wagon ‘NOCY 34618 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1993 Repair ‘COUPLER KNUCKLE’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘WHEEL SET’.
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NOCY 34619

Details: wagon ‘NOCY 34619 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

08.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE PULL ROD’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.

NOCY 34620

Details: wagon ‘NOCY 34620 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE PULL ROD’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
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05.12.1989 Repair ‘DOOR LOCK MECHANISM’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘SIDE STEP’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘DOOR LOCK MECHANISM’.

NOCY 34621

Details: wagon ‘NOCY 34621 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.11.1992 Repair ‘SIDE STEP’.

NOCY 34622

Details: wagon ‘NOCY 34622 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34623

Details: wagon ‘NOCY 34623 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘SIDE STEP’.

NOCY 34624

Details: wagon ‘NOCY 34624 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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NOCY 34625

Details: wagon ‘NOCY 34625 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34626

15.02.1993 Repair ‘SIDE STEP’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

NOCY 34627

Details: wagon ‘NOCY 34627 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

03.05.1993 Repair ‘SIDE STEP’.
03.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NOCY 34628

Details: wagon ‘NOCY 34628 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

20.01.1993 Repair ‘SIDE STEP’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘DOOR LOCK MECHANISM’.
29.10.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘SIDE STEP’.

NOCY 34629

Details: wagon ‘NOCY 34629 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.01.1992 Repair ‘DOOR LOCK MECHANISM’.
30.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.02.1993 Repair ‘BOGIE BEARINGS’.
09.02.1993 Repair ‘BRAKE BLOCK OTHER’.
09.02.1993 Repair ‘COUPLER KNUCKLE’.
09.02.1993 Repair ‘EMPTY LOAD VALVE’.
09.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.03.1994 Repair ‘WHEEL SET’.

NOCY 34630

Details: wagon ‘NOCY 34630 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.05.1991 Repair ‘HANDRAILS’.
22.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1993 Repair ‘HANDRAILS’.

NOCY 34631

Details: wagon ‘NOCY 34631 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1993 Repair ‘BRAKE PULL ROD’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NOCY 34632

Details: wagon ‘NOCY 34632 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.03.1991 Repair ‘HANDRAILS’.

NOCY 34633

Details: wagon ‘NOCY 34633 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1990 Repair ‘COUPLER KNUCKLE’.
06.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1990 Repair ‘EMPTY LOAD VALVE’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
06.01.1990 Repair ‘WHEEL SET’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NOCY 34634

Details: wagon ‘NOCY 34634 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.09.1991 Repair ‘BRAKE LEVER’.
03.09.1991 Repair ‘BRAKE PIN’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.

NOCY 34635

Details: wagon ‘NOCY 34635 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34636

Details: wagon ‘NOCY 34636 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.06.1992 Repair ‘SIDE STEP’.

NOCY 34637

Details: wagon ‘NOCY 34637 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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NOCY 34638

Details: wagon ‘NOCY 34638 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.10.1993 Repair ‘HANDRAILS’.
05.11.1993 Repair ‘SIDE STEP’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘VEHICLE COMPLETE’.

NOCY 34639

Details: wagon ‘NOCY 34639 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.04.1993 Repair ‘SIDE STEP’.
01.04.1993 Repair ‘SIDE STEP’.
08.11.1993 Repair ‘SIDE MEMBER’.
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NOCY 34640

Details: wagon ‘NOCY 34640 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.03.1991 Repair ‘SIDE STEP’.
18.04.1991 Repair ‘SIDE STEP’.

NOCY 34641

Details: wagon ‘NOCY 34641 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

25.09.1993 Repair ‘SIDE SILL’.

NOCY 34642

Details: wagon ‘NOCY 34642 X’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34643

Details: wagon ‘NOCY 34643 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34644

Details: wagon ‘NOCY 34644 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34645

Details: wagon ‘NOCY 34645 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

11.04.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘BRAKE LEVER’.
25.03.1993 Repair ‘BRAKE PULL ROD’.

NOCY 34646

Details: wagon ‘NOCY 34646 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

19.06.1990 Repair ‘HANDBRAKE HANDLE’.
01.11.1993 Repair ‘HANDBRAKE HANDLE’.

9665



2. TIMS GROUP INFORMATION - WAGONS

NOCY 34647

Details: wagon ‘NOCY 34647 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

09.11.1990 Repair ‘SIDE STEP’.
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NOCY 34648

Details: wagon ‘NOCY 34648 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

04.03.1994 Repair ‘WHEEL SET’.

NOCY 34649

Details: wagon ‘NOCY 34649 C’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.05.1991 Repair ‘SIDE STEP’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34650

Details: wagon ‘NOCY 34650 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

25.01.1991 Repair ‘SIDE STEP’.

NOCY 34651

Details: wagon ‘NOCY 34651 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

03.11.1990 Repair ‘SIDE STEP’.

NOCY 34652

Details: wagon ‘NOCY 34652 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34653

Details: wagon ‘NOCY 34653 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

9668



2.471. Wagon classification starting with ‘NOC’

26.08.1991 Repair ‘SIDE STEP’.
24.03.1993 Repair ‘STEP’.
29.03.1993 Repair ‘SIDE STEP’.
18.10.1993 Repair ‘SIDE STEP’.
17.01.1994 Repair ‘SIDE STEP’.

NOCY 34654

Details: wagon ‘NOCY 34654 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

19.02.1993 Repair ‘END FRAME MEMBER’.
27.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1993 Repair ‘COUPLER KNUCKLE’.
27.02.1993 Repair ‘EMPTY LOAD VALVE’.
27.02.1993 Repair ‘GRADE CONTROL VALVE’.
27.02.1993 Repair ‘TRAIN PIPE (END)’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34655

Details: wagon ‘NOCY 34655 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

26.01.1993 Repair ‘SIDE STEP’.

NOCY 34656

Details: wagon ‘NOCY 34656 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.04.1990 Repair ‘END BRAKE COCK’.
28.06.1990 Repair ‘HANDRAILS’.
09.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

NOCY 34657

Details: wagon ‘NOCY 34657 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.09.1992 Repair ‘SIDE STEP’.
10.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NOCY 34658

Details: wagon ‘NOCY 34658 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.04.1993 Repair ‘SIDE STEP’.

NOCY 34659

Details: wagon ‘NOCY 34659 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

11.03.1992 Repair ‘SIDE STEP’.

NOCY 34660

Details: wagon ‘NOCY 34660 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

23.02.1990 Repair ‘SIDE STEP’.
09.02.1993 Repair ‘SIDE STEP’.

NOCY 34661

Details: wagon ‘NOCY 34661 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

15.11.1993 Repair ‘DOOR COMPLETE’.

NOCY 34662

Details: wagon ‘NOCY 34662 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S

9672



2.471. Wagon classification starting with ‘NOC’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2640mm
Wagon Height: 1500mm
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘EMPTY LOAD VALVE’.
04.02.1993 Repair ‘GRADE CONTROL VALVE’.
04.02.1993 Repair ‘WHEEL SET’.

NOCY 34663

Details: wagon ‘NOCY 34663 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.

NOCY 34664

Details: wagon ‘NOCY 34664 T’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1990 Repair ‘COUPLER COMPLETE’.
17.03.1990 Repair ‘WHEEL SET’.
07.04.1993 Repair ‘SIDE STEP’.

NOCY 34665

Details: wagon ‘NOCY 34665 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE PULL ROD’.

NOCY 34666

Details: wagon ‘NOCY 34666 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘WHEEL SET’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘WHEEL SET’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34667

Details: wagon ‘NOCY 34667 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

02.01.1992 Repair ‘SIDE STEP’.

NOCY 34668

Details: wagon ‘NOCY 34668 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

20.03.1991 Repair ‘SIDE STEP’.
07.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1993 Repair ‘HANDBRAKE HANDLE’.

NOCY 34669

Details: wagon ‘NOCY 34669 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.12.1992 Repair ‘SIDE STEP’.

NOCY 34670

Details: wagon ‘NOCY 34670 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

19.03.1992 Repair ‘SIDE STEP’.

NOCY 34671

Details: wagon ‘NOCY 34671 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

12.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NOCY 34672

Details: wagon ‘NOCY 34672 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

23.06.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34673

Details: wagon ‘NOCY 34673 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

06.04.1991 Repair ‘SIDE STEP’.

NOCY 34674

Details: wagon ‘NOCY 34674 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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NOCY 34675

Details: wagon ‘NOCY 34675 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34676

Details: wagon ‘NOCY 34676 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

31.03.1990 Repair ‘DOOR LOCK MECHANISM’.
31.03.1990 Repair ‘SIDE STEP’.

NOCY 34677

Details: wagon ‘NOCY 34677 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.04.1993 Repair ‘SIDE STEP’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘SIDE MEMBER’.

NOCY 34678

Details: wagon ‘NOCY 34678 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34679

Details: wagon ‘NOCY 34679 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.11.1991 Repair ‘SIDE STEP’.
15.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.

NOCY 34680

Details: wagon ‘NOCY 34680 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34681

Details: wagon ‘NOCY 34681 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘SIDE STEP’.

NOCY 34682

Details: wagon ‘NOCY 34682 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘AXLEBOX’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘BRAKE PULL ROD’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1992 Repair ‘VEHICLE COMPLETE’.

NOCY 34683

Details: wagon ‘NOCY 34683 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

23.09.1992 Repair ‘BRAKE LEVER’.
23.09.1992 Repair ‘BRAKE PIN’.
23.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1993 Repair ‘SIDE STEP’.

NOCY 34684

Details: wagon ‘NOCY 34684 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.12.1991 Repair ‘SIDE STEP’.
15.06.1992 Repair ‘SIDE STEP’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34685

Details: wagon ‘NOCY 34685 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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NOCY 34686

Details: wagon ‘NOCY 34686 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

22.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1993 Repair ‘SIDE STEP’.

NOCY 34687

Details: wagon ‘NOCY 34687 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

15.04.1991 Repair ‘SIDE STEP’.
13.06.1991 Repair ‘SIDE STEP’.
17.10.1992 Repair ‘SIDE STEP’.
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NOCY 34688

Details: wagon ‘NOCY 34688 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.03.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34689

Details: wagon ‘NOCY 34689 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34690

Details: wagon ‘NOCY 34690 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34691

Details: wagon ‘NOCY 34691 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

03.02.1992 Repair ‘SIDE STEP’.

NOCY 34692

Details: wagon ‘NOCY 34692 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

11.03.1991 Repair ‘HANDRAILS’.

NOCY 34693

Details: wagon ‘NOCY 34693 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34694

Details: wagon ‘NOCY 34694 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.01.1991 Repair ‘BOGIE BEARINGS’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘DOOR LOCK MECHANISM’.
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17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘HANDBRAKE HANDLE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BRAKE BLOCK OTHER’.
11.02.1991 Repair ‘BRAKE PULL ROD’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘WHEEL SET’.
18.03.1991 Repair ‘SIDE STEP’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34695

Details: wagon ‘NOCY 34695 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.01.1991 Repair ‘STEP’.
08.04.1991 Repair ‘SIDE STEP’.
21.05.1993 Repair ‘SIDE STEP’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Repair ‘WHEEL SET’.

NOCY 34696

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

NOCY 34697

Details: wagon ‘NOCY 34697 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

NOCY 34698

Details: wagon ‘NOCY 34698 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NOCY 34699

Details: wagon ‘NOCY 34699 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

08.04.1991 Repair ‘SIDE STEP’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.

NOCY 34700

04.01.1993 Repair ‘SIDE STEP’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Reclassified from wagon ‘NOCY 34700 L’ to ’ wagon ‘ROCY 34700 P’.

NOCY 34701

23.11.1994 Reclassified from wagon ‘NOCY 34701 U’ to ’ wagon ‘ROCY 34701 B’.

NOCY 34702

13.06.1994 Reclassified from wagon ‘NOCY 34702 G’ to ’ wagon ‘ROCY 34702 K’.

NOCY 34703

20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘DOOR HINGES AND PINS’.
20.11.1990 Repair ‘DOOR LOCK MECHANISM’.
20.11.1990 Repair ‘DOOR OPENING MECHANISM’.
20.11.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Reclassified from wagon ‘NOCY 34703 P’ to ’ wagon ‘ROCY 34703 T’.

NOCY 34704

Details: wagon ‘NOCY 34704 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.09.1989 Repair ‘END BRAKE COCK’.
16.09.1989 Repair ‘END HOSE’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BRAKE PULL ROD’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘DOOR LOCK MECHANISM’.
21.09.1989 Repair ‘EMPTY LOAD VALVE’.
21.09.1989 Repair ‘GRADE CONTROL VALVE’.
21.09.1989 Repair ‘VEHICLE COMPLETE’.

NOCY 34705

03.11.1994 Reclassified from wagon ‘NOCY 34705 K’ to ’ wagon ‘ROCY 34705 Y’.

NOCY 34706

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘DOOR OPENING MECHANISM’.
08.12.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
08.12.1989 Repair ‘SIDE STEP’.
25.03.1991 Repair ‘SIDE STEP’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘WHEEL SET’.
25.02.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Reclassified from wagon ‘NOCY 34706 T’ to ’ wagon ‘ROCY 34706 A’.

NOCY 34707

15.03.1993 Repair ‘SIDE STEP’.
14.09.1993 Repair ‘HANDBRAKE HANDLE’.
24.10.1993 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NOCY 34707 F’ to ’ wagon ‘ROCY 34707 J’.
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NOCY 34708

11.10.1994 Reclassified from wagon ‘NOCY 34708 Y’ to ’ wagon ‘ROCY 34708 S’.

NOCY 34709

22.02.1991 Repair ‘SIDE STEP’.
25.11.1994 Reclassified from wagon ‘NOCY 34709 A’ to ’ wagon ‘ROCY 34709 E’.

NOCY 34710

19.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1994 Reclassified from wagon ‘NOCY 34710 T’ to ’ wagon ‘ROCY 34710 A’.

NOCY 34711

03.10.1991 Repair ‘SIDE STEP’.
01.04.1993 Repair ‘SIDE STEP’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘WHEEL SET’.
20.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Reclassified from wagon ‘NOCY 34711 F’ to ’ wagon ‘ROCY 34711 J’.

NOCY 34712

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BRAKE PULL ROD’.
10.11.1989 Repair ‘SIDE STEP’.
10.11.1989 Repair ‘WHEEL SET’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NOCY 34712 Y’ to ’ wagon ‘ROCY 34712 S’.

NOCY 34713

24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Repair ‘WHEEL SET’.
25.03.1995 Reclassified from wagon ‘NOCY 34713 A’ to ’ wagon ‘ROCY 34713 E’.

NOCY 34714

01.02.1992 Repair ‘BRAKE PULL ROD’.
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14.05.1994 Reclassified from wagon ‘NOCY 34714 J’ to ’ wagon ‘ROCY 34714 N’.

NOCY 34715

27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PULL ROD’.
27.08.1990 Repair ‘TRAIN PIPE (END)’.
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BOGIE BEARINGS’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
23.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1993 Repair ‘SIDE STEP’.
03.11.1994 Reclassified from wagon ‘NOCY 34715 S’ to ’ wagon ‘ROCY 34715 W’.

NOCY 34716

18.04.1991 Repair ‘SIDE STEP’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NOCY 34716 E’ to ’ wagon ‘ROCY 34716 X’.

NOCY 34717

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘SIDE STEP’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Reclassified from wagon ‘NOCY 34717 N’ to ’ wagon ‘ROCY 34717 R’.

NOCY 34718

17.09.1993 Repair ‘SIDE STEP’.
20.09.1994 Reclassified from wagon ‘NOCY 34718 W’ to ’ wagon ‘ROCY 34718 D’.

NOCY 34719

23.11.1992 Repair ‘SIDE STEP’.
22.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Reclassified from wagon ‘NOCY 34719 X’ to ’ wagon ‘ROCY 34719 M’.

NOCY 34720

20.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1994 Reclassified from wagon ‘NOCY 34720 E’ to ’ wagon ‘ROCY 34720 X’.

NOCY 34721

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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NOCY 34722

01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
29.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1994 Reclassified from wagon ‘NOCY 34722 W’ to ’ wagon ‘ROCY 34722 D’.

NOCY 34723

18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘TRAIN PIPE (END)’.
28.02.1995 Reclassified from wagon ‘NOCY 34723 X’ to ’ wagon ‘ROCY 34723 M’.

NOCY 34724

16.09.1989 Repair ‘BOGIE BEARINGS’.
16.09.1989 Repair ‘SIDE STEP’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘DOOR HINGES AND PINS’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘LADDER’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Repair ‘WEAR PLATES & SADDLES’.
19.09.1989 Repair ‘WHEEL SET’.
07.06.1994 Reclassified from wagon ‘NOCY 34724 R’ to ’ wagon ‘ROCY 34724 V’.

NOCY 34725

27.07.1994 Reclassified from wagon ‘NOCY 34725 D’ to ’ wagon ‘ROCY 34725 H’.

NOCY 34726

16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.12.1993 Repair ‘END HOSE’.
28.09.1994 Reclassified from wagon ‘NOCY 34726 M’ to ’ wagon ‘ROCY 34726 Q’.

NOCY 34727

19.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1994 Reclassified from wagon ‘NOCY 34727 V’ to ’ wagon ‘ROCY 34727 C’.

NOCY 34728

28.09.1994 Reclassified from wagon ‘NOCY 34728 H’ to ’ wagon ‘ROCY 34728 L’.
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NOCY 34729

05.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1993 Repair ‘HANDBRAKE HANDLE’.
10.09.1994 Reclassified from wagon ‘NOCY 34729 Q’ to ’ wagon ‘ROCY 34729 U’.

NOCY 34730

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘DOOR LOCK MECHANISM’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Reclassified from wagon ‘NOCY 34730 M’ to ’ wagon ‘ROCY 34730 Q’.

NOCY 34731

18.02.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Reclassified from wagon ‘NOCY 34731 V’ to ’ wagon ‘ROCY 34731 C’.

NOCY 34732

11.09.1991 Repair ‘SIDE STEP’.
03.11.1994 Reclassified from wagon ‘NOCY 34732 H’ to ’ wagon ‘ROCY 34732 L’.

NOCY 34733

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘DOOR ROLLER’.
02.11.1989 Repair ‘DOOR SLIDE RAIL’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
28.09.1994 Reclassified from wagon ‘NOCY 34733 Q’ to ’ wagon ‘ROCY 34733 U’.

NOCY 34734

20.04.1991 Repair ‘SIDE STEP’.
10.09.1994 Reclassified from wagon ‘NOCY 34734 C’ to ’ wagon ‘ROCY 34734 G’.

NOCY 34735

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘HANDRAILS’.
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04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Repair ‘WHEEL SET’.
14.05.1995 Reclassified from wagon ‘NOCY 34735 L’ to ’ wagon ‘ROCY 34735 P’.

NOCY 34736

16.09.1989 Repair ‘DOOR OPENING MECHANISM’.
27.02.1993 Repair ‘SIDE STEP’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Reclassified from wagon ‘NOCY 34736 U’ to ’ wagon ‘ROCY 34736 B’.

NOCY 34737

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Reclassified from wagon ‘NOCY 34737 G’ to ’ wagon ‘ROCY 34737 K’.

NOCY 34738

06.12.1991 Repair ‘SIDE STEP’.
26.11.1993 Repair ‘SIDE STEP’.
07.06.1994 Reclassified from wagon ‘NOCY 34738 P’ to ’ wagon ‘ROCY 34738 T’.

NOCY 34739

21.02.1992 Repair ‘SIDE STEP’.
28.07.1993 Repair ‘DOOR LOCK MECHANISM’.
08.06.1994 Reclassified from wagon ‘NOCY 34739 B’ to ’ wagon ‘ROCY 34739 F’.

NOCY 34740

03.06.1991 Repair ‘SIDE STEP’.
15.01.1994 Repair ‘FLOOR SUPPORT’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1994 Reclassified from wagon ‘NOCY 34740 U’ to ’ wagon ‘ROCY 34740 B’.

NOCY 34741

08.06.1994 Reclassified from wagon ‘NOCY 34741 G’ to ’ wagon ‘ROCY 34741 K’.

NOCY 34742

16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
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16.08.1991 Repair ‘DOOR LOCK MECHANISM’.
06.02.1992 Repair ‘SIDE STEP’.
13.03.1995 Reclassified from wagon ‘NOCY 34742 P’ to ’ wagon ‘ROCY 34742 T’.

NOCY 34743

24.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1991 Repair ‘SIDE STEP’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COUPLER COMPLETE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘DRAFT STOP FRONT’.
22.01.1994 Repair ‘HANDBRAKE HANDLE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Reclassified from wagon ‘NOCY 34743 B’ to ’ wagon ‘ROCY 34743 F’.

NOCY 34744

10.04.1991 Repair ‘SIDE STEP’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NOCY 34744 K’ to ’ wagon ‘ROCY 34744 Y’.

NOCY 34745

03.02.1992 Repair ‘HANDRAILS’.
28.09.1994 Reclassified from wagon ‘NOCY 34745 T’ to ’ wagon ‘ROCY 34745 A’.

NOCY 34746

03.04.1992 Repair ‘SIDE STEP’.
07.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1995 Reclassified from wagon ‘NOCY 34746 F’ to ’ wagon ‘ROCY 34746 J’.

NOCY 34747

29.03.1991 Repair ‘SIDE STEP’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NOCY 34747 Y’ to ’ wagon ‘ROCY 34747 S’.

NOCY 34748

15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
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20.10.1994 Reclassified from wagon ‘NOCY 34748 A’ to ’ wagon ‘ROCY 34748 E’.

NOCY 34749

01.04.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Reclassified from wagon ‘NOCY 34749 J’ to ’ wagon ‘ROCY 34749 N’.

NOCY 34750

21.01.1993 Repair ‘SIDE STEP’.
05.02.1993 Repair ‘SIDE STEP’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Reclassified from wagon ‘NOCY 34750 F’ to ’ wagon ‘ROCY 34750 J’.

NOCY 34751

27.01.1994 Repair ‘SIDE STEP’.
21.09.1994 Reclassified from wagon ‘NOCY 34751 Y’ to ’ wagon ‘ROCY 34751 S’.

NOCY 34752

16.07.1990 Repair ‘END HOSE’.
17.07.1990 Repair ‘END HOSE’.
05.12.1990 Repair ‘HANDRAILS’.
12.07.1993 Repair ‘AXLEBOX’.
12.07.1993 Repair ‘HANDRAILS’.
26.10.1994 Reclassified from wagon ‘NOCY 34752 A’ to ’ wagon ‘ROCY 34752 E’.

NOCY 34753

28.09.1994 Reclassified from wagon ‘NOCY 34753 J’ to ’ wagon ‘ROCY 34753 N’.

NOCY 34754

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
21.08.1993 Repair ‘SIDE STEP’.
21.06.1994 Reclassified from wagon ‘NOCY 34754 S’ to ’ wagon ‘ROCY 34754 W’.

NOCY 34755

23.10.1989 Repair ‘SIDE STEP’.
17.10.1994 Reclassified from wagon ‘NOCY 34755 E’ to ’ wagon ‘ROCY 34755 X’.

NOCY 34756

29.09.1994 Reclassified from wagon ‘NOCY 34756 N’ to ’ wagon ‘ROCY 34756 R’.
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NOCY 34757

26.07.1995 Reclassified from wagon ‘NOCY 34757 W’ to ’ wagon ‘ROCY 34757 D’.

NOCY 34758

07.06.1994 Reclassified from wagon ‘NOCY 34758 X’ to ’ wagon ‘ROCY 34758 M’.

NOCY 34759

20.06.1994 Reclassified from wagon ‘NOCY 34759 R’ to ’ wagon ‘ROCY 34759 V’.

NOCY 34760

08.12.1989 Repair ‘BOGIE WEAR PLATES’.
08.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘SIDE STEP’.
19.03.1992 Repair ‘SIDE STEP’.
26.11.1993 Repair ‘SIDE STEP’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NOCY 34760 N’ to ’ wagon ‘ROCY 34760 R’.

NOCY 34761

29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘SIDE STEP’.
05.07.1994 Reclassified from wagon ‘NOCY 34761 W’ to ’ wagon ‘ROCY 34761 D’.

NOCY 34762

21.09.1991 Repair ‘SIDE STEP’.
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘DOOR LOCK MECHANISM’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
06.11.1992 Repair ‘END FRAME MEMBER’.
17.02.1995 Reclassified from wagon ‘NOCY 34762 X’ to ’ wagon ‘ROCY 34762 M’.

NOCY 34763

15.08.1991 Repair ‘HANDRAILS’.
15.08.1991 Repair ‘SIDE STEP’.
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17.10.1992 Repair ‘SIDE STEP’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘WHEEL SET’.
12.05.1994 Reclassified from wagon ‘NOCY 34763 R’ to ’ wagon ‘ROCY 34763 V’.

NOCY 34764

12.07.1989 Repair ‘BRAKE BLOCK RB95’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
20.07.1992 Repair ‘SIDE STEP’.
28.05.1993 Repair ‘SIDE STEP’.
24.04.1995 Reclassified from wagon ‘NOCY 34764 D’ to ’ wagon ‘ROCY 34764 H’.

NOCY 34765

07.06.1994 Reclassified from wagon ‘NOCY 34765 M’ to ’ wagon ‘ROCY 34765 Q’.

NOCY 34766

03.10.1991 Repair ‘SIDE STEP’.
28.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1994 Reclassified from wagon ‘NOCY 34766 V’ to ’ wagon ‘ROCY 34766 C’.

NOCY 34767

09.10.1993 Repair ‘SIDE STEP’.
13.10.1993 Repair ‘BOGIE SIDEFRAME’.
09.06.1994 Reclassified from wagon ‘NOCY 34767 H’ to ’ wagon ‘ROCY 34767 L’.

NOCY 34768

25.02.1991 Repair ‘STEP’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NOCY 34768 Q’ to ’ wagon ‘ROCY 34768 U’.

NOCY 34769

19.11.1990 Repair ‘HANDBRAKE HANDLE’.
23.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Reclassified from wagon ‘NOCY 34769 C’ to ’ wagon ‘ROCY 34769 G’.

NOCY 34770

07.03.1990 Repair ‘END HOSE’.
11.07.1991 Repair ‘BRAKE LEVER’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
13.06.1994 Reclassified from wagon ‘NOCY 34770 V’ to ’ wagon ‘ROCY 34770 C’.
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NOCY 34771

15.08.1991 Repair ‘SIDE STEP’.
28.10.1994 Reclassified from wagon ‘NOCY 34771 H’ to ’ wagon ‘ROCY 34771 L’.

NOCY 34772

10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘SIDE STEP’.
22.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1994 Reclassified from wagon ‘NOCY 34772 Q’ to ’ wagon ‘ROCY 34772 U’.

NOCY 34773

17.01.1994 Repair ‘SIDE STEP’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Reclassified from wagon ‘NOCY 34773 C’ to ’ wagon ‘ROCY 34773 G’.

NOCY 34774

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘SIDE STEP’.
25.07.1991 Repair ‘SIDE STEP’.
20.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1994 Reclassified from wagon ‘NOCY 34774 L’ to ’ wagon ‘ROCY 34774 P’.

NOCY 34775

18.08.1989 Repair ‘BRAKE LEVER’.
18.08.1989 Repair ‘BRAKE PULL ROD’.
18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1994 Reclassified from wagon ‘NOCY 34775 U’ to ’ wagon ‘ROCY 34775 B’.

NOCY 34776

04.08.1993 Repair ‘END HOSE’.
01.07.1994 Reclassified from wagon ‘NOCY 34776 G’ to ’ wagon ‘ROCY 34776 K’.

NOCY 34777

24.02.1993 Repair ‘SIDE STEP’.
23.02.1994 Repair ‘WHEEL SET’.
16.11.1994 Reclassified from wagon ‘NOCY 34777 P’ to ’ wagon ‘ROCY 34777 T’.

NOCY 34778

17.04.1993 Repair ‘SIDE STEP’.
19.01.1994 Repair ‘SIDE STEP’.
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13.06.1994 Reclassified from wagon ‘NOCY 34778 B’ to ’ wagon ‘ROCY 34778 F’.

NOCY 34779

15.11.1994 Reclassified from wagon ‘NOCY 34779 K’ to ’ wagon ‘ROCY 34779 Y’.

NOCY 34780

28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘EMPTY LOAD VALVE’.
28.01.1992 Repair ‘END HOSE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Repair ‘WHEEL SET’.
13.06.1994 Reclassified from wagon ‘NOCY 34780 G’ to ’ wagon ‘ROCY 34780 K’.

NOCY 34781

15.08.1994 Reclassified from wagon ‘NOCY 34781 P’ to ’ wagon ‘ROCY 34781 T’.

NOCY 34782

13.04.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Reclassified from wagon ‘NOCY 34782 B’ to ’ wagon ‘ROCY 34782 F’.

NOCY 34783

16.04.1990 Repair ‘SIDE STEP’.
17.05.1993 Repair ‘SIDE STEP’.
27.06.1994 Reclassified from wagon ‘NOCY 34783 K’ to ’ wagon ‘ROCY 34783 Y’.

NOCY 34784

06.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Reclassified from wagon ‘NOCY 34784 T’ to ’ wagon ‘ROCY 34784 A’.

NOCY 34785

22.02.1990 Repair ‘SIDE STEP’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1994 Repair ‘HANDBRAKE HANDLE’.
24.01.1994 Repair ‘SIDE STEP’.
14.09.1994 Reclassified from wagon ‘NOCY 34785 F’ to ’ wagon ‘ROCY 34785 J’.

NOCY 34786

09.03.1991 Repair ‘BRAKE PULL ROD’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BRAKE PULL ROD’.
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14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
27.04.1994 Reclassified from wagon ‘NOCY 34786 Y’ to ’ wagon ‘ROCY 34786 S’.

NOCY 34787

13.09.1993 Repair ‘HANDRAILS’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Reclassified from wagon ‘NOCY 34787 A’ to ’ wagon ‘ROCY 34787 E’.

NOCY 34788

17.04.1990 Repair ‘SIDE STEP’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Reclassified from wagon ‘NOCY 34788 J’ to ’ wagon ‘ROCY 34788 N’.

NOCY 34789

15.11.1990 Repair ‘HANDRAILS’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Reclassified from wagon ‘NOCY 34789 S’ to ’ wagon ‘ROCY 34789 W’.

NOCY 34790

08.04.1991 Repair ‘SIDE STEP’.
07.07.1991 Repair ‘END HOSE’.
13.06.1994 Reclassified from wagon ‘NOCY 34790 Y’ to ’ wagon ‘ROCY 34790 S’.

NOCY 34791

22.02.1993 Repair ‘SIDE STEP’.
06.03.1993 Repair ‘HANDBRAKE HANDLE’.
17.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
20.10.1995 Reclassified from wagon ‘NOCY 34791 A’ to ’ wagon ‘ROCY 34791 E’.

NOCY 34792

21.11.1990 Repair ‘SIDE STEP’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘SIDE STEP’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
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11.11.1993 Repair ‘EMPTY LOAD VALVE’.
11.11.1993 Repair ‘EMPTY LOAD VALVE’.
11.11.1993 Repair ‘GRADE CONTROL VALVE’.
11.11.1993 Repair ‘SIDE STEP’.
11.11.1993 Repair ‘WHEEL SET’.
11.11.1993 Repair ‘WHEEL SET’.
01.05.1995 Reclassified from wagon ‘NOCY 34792 J’ to ’ wagon ‘ROCY 34792 N’.

NOCY 34793

17.10.1994 Reclassified from wagon ‘NOCY 34793 S’ to ’ wagon ‘ROCY 34793 W’.

NOCY 34794

18.01.1995 Reclassified from wagon ‘NOCY 34794 E’ to ’ wagon ‘ROCY 34794 X’.

NOCY 34795

26.06.1993 Repair ‘SIDE STEP’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NOCY 34795 N’ to ’ wagon ‘ROCY 34795 R’.

NOCY 34796

13.03.1995 Reclassified from wagon ‘NOCY 34796 W’ to ’ wagon ‘ROCY 34796 D’.

NOCY 34797

10.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NOCY 34797 X’ to ’ wagon ‘ROCY 34797 M’.

NOCY 34798

08.01.1990 Repair ‘BRAKE PULL ROD’.
09.10.1993 Repair ‘SIDE STEP’.
09.06.1994 Reclassified from wagon ‘NOCY 34798 R’ to ’ wagon ‘ROCY 34798 V’.

NOCY 34799

02.06.1990 Repair ‘SIDE STEP’.
08.05.1992 Repair ‘SIDE STEP’.
29.05.1992 Repair ‘SIDE STEP’.
01.08.1995 Reclassified from wagon ‘NOCY 34799 D’ to ’ wagon ‘ROCY 34799 H’.
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NOCY 34800

05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘WHEEL SET’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘DOOR COMPLETE’.
03.02.1994 Repair ‘SIDE STEP’.
06.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘NOCY 34800 S’ to ’ wagon ‘ROCY 34800 W’.

2.472 Wagon classification starting with ‘NOD’

NODY 20201

Details: wagon ‘NODY 20201 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

10.04.1991 Repair ‘SIDE STEP’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘SIDE STEP’.
09.05.1991 Repair ‘HANDRAILS’.
09.05.1991 Repair ‘SIDE STEP’.

NODY 20202

30.12.1987 Reclassified from wagon ‘NODY 20202 Y’ to ’ wagon ‘NKHY 20202 S’.

NODY 20204

Details: wagon ‘NODY 20204 J’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

23.09.1989 Repair ‘DOOR LOCK MECHANISM’.
23.09.1989 Repair ‘SIDE STEP’.
08.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.10.1989 Repair ‘COUPLER KNUCKLE’.
08.10.1989 Repair ‘DOOR COMPLETE’.

NODY 20206

10.11.1987 Reclassified from wagon ‘NODY 20206 E’ to ’ wagon ‘NOJY 20206 W’.

NODY 20207

04.05.1988 Reclassified from wagon ‘NODY 20207 N’ to ’ wagon ‘NKHY 20207 R’.

NODY 20208

25.04.1990 Repair ‘BRAKE BLOCK RB95’.
27.05.1990 Repair ‘END BRAKE COCK’.
27.05.1990 Repair ‘TRAIN PIPE’.
16.06.1990 Repair ‘SIDE STEP’.
11.06.1991 Reclassified from wagon ‘NODY 20208 W’ to ’ wagon ‘NCQX 20208 K’.

NODY 20210

Details: wagon ‘NODY 20210 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20211

31.12.1991 Reclassified from wagon ‘NODY 20211 N’ to ’ wagon ‘NKDY 20211 F’.

NODY 20212

Details: wagon ‘NODY 20212 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

07.03.1991 Repair ‘BRAKE PIN’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘END BRAKE COCK’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1992 Repair ‘HANDRAILS’.

NODY 20213

11.06.1991 Reclassified from wagon ‘NODY 20213 X’ to ’ wagon ‘NCQX 20213 T’.

NODY 20214

09.09.1987 Reclassified from wagon ‘NODY 20214 R’ to ’ wagon ‘NCTY 85120 U’.

NODY 20215

12.03.1992 Reclassified from wagon ‘NODY 20215 D’ to ’ wagon ‘NKDY 20215 S’.

NODY 20216

25.02.1991 Reclassified from wagon ‘NODY 20216 M’ to ’ wagon ‘NCQX 20216 A’.

9707



2. TIMS GROUP INFORMATION - WAGONS

NODY 20217

18.07.1989 Reclassified from wagon ‘NODY 20217 V’ to ’ wagon ‘NKHY 20217 C’.

NODY 20218

Details: wagon ‘NODY 20218 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

10.04.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20219

Details: wagon ‘NODY 20219 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20220

07.08.1991 Repair ‘SIDE STEP’.
10.03.1992 Reclassified from wagon ‘NODY 20220 M’ to ’ wagon ‘NKDY 20220 E’.

NODY 20221

18.05.1994 Reclassified from wagon ‘NODY 20221 V’ to ’ wagon ‘RKHY 20221 G’.
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NODY 20222

12.07.1990 Reclassified from wagon ‘NODY 20222 H’ to ’ wagon ‘NKDY 20222 W’.

NODY 20223

Details: wagon ‘NODY 20223 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20224

Details: wagon ‘NODY 20224 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.07.1992 Repair ‘SIDE STEP’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘SIDE STEP’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘END BRAKE COCK’.
06.08.1992 Repair ‘SIDE STEP’.
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NODY 20225

Details: wagon ‘NODY 20225 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20226

Details: wagon ‘NODY 20226 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

07.12.1992 Repair ‘SIDE STEP’.
11.12.1992 Repair ‘SIDE STEP’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20227

30.04.1990 Reclassified from wagon ‘NODY 20227 G’ to ’ wagon ‘NKDY 20227 V’.

NODY 20229

09.09.1987 Reclassified from wagon ‘NODY 20229 B’ to ’ wagon ‘NCTY 85116 U’.
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NODY 20230

Details: wagon ‘NODY 20230 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1993 Repair ‘SIDE STEP’.

NODY 20231

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE COMPLETE’.
11.08.1989 Repair ‘BOGIE WEAR PLATES’.
11.08.1989 Repair ‘BRAKE LEVER’.
11.08.1989 Repair ‘BRAKE PULL ROD’.
11.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1989 Repair ‘SIDE BEARER’.
14.04.1992 Reclassified from wagon ‘NODY 20231 G’ to ’ wagon ‘NKDY 20231 V’.

NODY 20233

Details: wagon ‘NODY 20233 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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09.01.1993 Repair ‘HANDRAILS’.

NODY 20235

29.11.1991 Reclassified from wagon ‘NODY 20235 T’ to ’ wagon ‘NCOF 20235 V’.

NODY 20237

17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘HANDRAILS’.
17.10.1990 Repair ‘WHEEL SET’.
11.06.1991 Reclassified from wagon ‘NODY 20237 Y’ to ’ wagon ‘NCQX 20237 C’.

NODY 20238

21.11.1991 Reclassified from wagon ‘NODY 20238 A’ to ’ wagon ‘NCCY 20238 T’.

NODY 20239

10.08.1988 Reclassified from wagon ‘NODY 20239 J’ to ’ wagon ‘NCCY 20239 F’.

NODY 20241

Details: wagon ‘NODY 20241 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

22.02.1991 Repair ‘END HOSE’.

NODY 20242

11.06.1991 Reclassified from wagon ‘NODY 20242 A’ to ’ wagon ‘NCQX 20242 L’.

NODY 20244

25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Reclassified from wagon ‘NODY 20244 S’ to ’ wagon ‘NKDY 20244 K’.
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NODY 20245

11.11.1987 Reclassified from wagon ‘NODY 20245 E’ to ’ wagon ‘NOJY 20245 W’.

NODY 20246

Details: wagon ‘NODY 20246 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NODY 20247

Details: wagon ‘NODY 20247 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20248

05.08.1989 Repair ‘SIDE STEP’.
06.12.1991 Reclassified from wagon ‘NODY 20248 X’ to ’ wagon ‘NKDY 20248 A’.
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NODY 20250

04.05.1988 Reclassified from wagon ‘NODY 20250 N’ to ’ wagon ‘NKHY 20250 R’.

NODY 20251

Details: wagon ‘NODY 20251 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

01.05.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20252

04.05.1988 Reclassified from wagon ‘NODY 20252 X’ to ’ wagon ‘NKHY 20252 M’.

NODY 20253

10.11.1987 Reclassified from wagon ‘NODY 20253 ’ to ’ wagon ‘NOJY 20253 M’.

NODY 20254

Details: wagon ‘NODY 20254 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 54 tonnes

10.08.1988 Reclassified from wagon ‘NODY 20254 D’ to ’ wagon ‘NCCY 85163 F’.

NODY 20255

Details: wagon ‘NODY 20255 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 54 tonnes

10.08.1988 Reclassified from wagon ‘NODY 20255 M’ to ’ wagon ‘NCCY 85158 T’.

NODY 20256

09.09.1994 Reclassified from wagon ‘NODY 20256 V’ to ’ wagon ‘RKHY 20256 G’.

NODY 20257

10.08.1988 Reclassified from wagon ‘NODY 20257 H’ to ’ wagon ‘NKHY 20257 L’.

NODY 20258

Details: wagon ‘NODY 20258 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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NODY 20259

09.09.1994 Reclassified from wagon ‘NODY 20259 C’ to ’ wagon ‘RKHY 20259 K’.

NODY 20260

10.11.1987 Reclassified from wagon ‘NODY 20260 V’ to ’ wagon ‘NOJY 20260 Q’.

NODY 20261

Details: wagon ‘NODY 20261 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20262

Details: wagon ‘NODY 20262 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20263

10.08.1988 Reclassified from wagon ‘NODY 20263 C’ to ’ wagon ‘NKHY 20263 G’.
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NODY 20264

Details: wagon ‘NODY 20264 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

10.04.1992 Repair ‘SIDE STEP’.
05.10.1992 Repair ‘LADDER’.

NODY 20265

Details: wagon ‘NODY 20265 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

20.05.1991 Repair ‘SIDE STEP’.

NODY 20266

16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRAKE LEVER’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
04.03.1991 Repair ‘HANDRAILS’.
30.04.1991 Repair ‘HANDRAILS’.
14.04.1992 Reclassified from wagon ‘NODY 20266 G’ to ’ wagon ‘NKDY 20266 V’.
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NODY 20268

30.12.1987 Reclassified from wagon ‘NODY 20268 B’ to ’ wagon ‘NKHY 20268 F’.

NODY 20269

10.08.1988 Reclassified from wagon ‘NODY 20269 K’ to ’ wagon ‘NCCY 20269 G’.

NODY 20272

Details: wagon ‘NODY 20272 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

28.08.1989 Repair ‘SIDE STEP’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘SIDE STEP’.
04.05.1990 Repair ‘TRAIN PIPE (END)’.
11.05.1990 Repair ‘END HOSE’.

NODY 20273

14.04.1990 Reclassified from wagon ‘NODY 20273 K’ to ’ wagon ‘NCMY 20273 N’.

NODY 20274

16.09.1989 Repair ‘END HOSE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Repair ‘HANDRAILS’.
01.04.1991 Repair ‘SIDE STEP’.
06.12.1991 Reclassified from wagon ‘NODY 20274 T’ to ’ wagon ‘NKDY 20274 L’.
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NODY 20275

26.09.1991 Reclassified from wagon ‘NODY 20275 F’ to ’ wagon ‘NKHY 20275 J’.

NODY 20276

11.11.1994 Reclassified from wagon ‘NODY 20276 Y’ to ’ wagon ‘RKHY 20276 W’.

NODY 20277

04.05.1988 Reclassified from wagon ‘NODY 20277 A’ to ’ wagon ‘NKHY 20277 E’.

NODY 20278

14.04.1990 Reclassified from wagon ‘NODY 20278 J’ to ’ wagon ‘NCMY 20278 M’.

NODY 20279

21.12.1990 Reclassified from wagon ‘NODY 20279 S’ to ’ wagon ‘NKHY 20279 W’.

NODY 20280

Details: wagon ‘NODY 20280 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20281

09.09.1994 Reclassified from wagon ‘NODY 20281 A’ to ’ wagon ‘RKHY 20281 X’.

NODY 20282

24.03.1992 Reclassified from wagon ‘NODY 20282 J’ to ’ wagon ‘NKDY 20282 B’.

9719



2. TIMS GROUP INFORMATION - WAGONS

NODY 20283

Details: wagon ‘NODY 20283 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20285

Details: wagon ‘NODY 20285 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20286

06.12.1991 Reclassified from wagon ‘NODY 20286 W’ to ’ wagon ‘NKDY 20286 Y’.

NODY 20287

Details: wagon ‘NODY 20287 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20288

Details: wagon ‘NODY 20288 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

22.01.1993 Repair ‘SIDE STEP’.
24.05.1993 Repair ‘SIDE STEP’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BRAKE PULL ROD’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘VEHICLE COMPLETE’.
28.09.1993 Repair ‘WHEEL SET’.

NODY 20290

Details: wagon ‘NODY 20290 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20291

27.07.1991 Reclassified from wagon ‘NODY 20291 X’ to ’ wagon ‘NCQX 20291 T’.

NODY 20292

29.01.1997 Reclassified from wagon ‘NODY 20292 R’ to ’ wagon ‘RCQF 20292 G’.

NODY 20293

30.04.1990 Reclassified from wagon ‘NODY 20293 D’ to ’ wagon ‘NKDY 20293 S’.

NODY 20294

Details: wagon ‘NODY 20294 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20296

11.03.1988 Reclassified from wagon ‘NODY 20296 H’ to ’ wagon ‘NCCY 20296 D’.

NODY 20297

Details: wagon ‘NODY 20297 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

20.10.1993 Repair ‘DOOR LOCK MECHANISM’.
16.11.1993 Repair ‘HANDRAILS’.

NODY 20298

11.11.1987 Reclassified from wagon ‘NODY 20298 C’ to ’ wagon ‘NOJY 20298 U’.

NODY 20299

09.09.1987 Reclassified from wagon ‘NODY 20299 L’ to ’ wagon ‘NCTY 85117 G’.

NODY 20300

13.08.1987 Reclassified from wagon ‘NODY 20300 D’ to ’ wagon ‘NCTY 85100 E’.

NODY 20301

04.05.1988 Reclassified from wagon ‘NODY 20301 M’ to ’ wagon ‘NKHY 20301 Q’.

NODY 20302

30.03.1992 Reclassified from wagon ‘NODY 20302 V’ to ’ wagon ‘NKDY 20302 N’.

NODY 20303

Details: wagon ‘NODY 20303 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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Capacity of 54 tonnes

24.12.1990 Repair ‘HANDRAILS’.

NODY 20304

Details: wagon ‘NODY 20304 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20305

Details: wagon ‘NODY 20305 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

22.01.1993 Repair ‘SIDE STEP’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘WHEEL SET’.
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NODY 20307

Details: wagon ‘NODY 20307 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.03.1992 Repair ‘SIDE STEP’.

NODY 20308

Details: wagon ‘NODY 20308 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

29.03.1991 Repair ‘HANDRAILS’.
29.03.1991 Repair ‘HANDRAILS’.
29.03.1991 Repair ‘SIDE STEP’.

NODY 20310

10.10.1991 Repair ‘DOOR LOCK MECHANISM’.
07.12.1991 Reclassified from wagon ‘NODY 20310 L’ to ’ wagon ‘NKDY 20310 D’.

NODY 20311

04.05.1991 Repair ‘SIDE STEP’.
29.02.1992 Reclassified from wagon ‘NODY 20311 U’ to ’ wagon ‘NKDY 20311 M’.
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NODY 20312

06.09.1994 Reclassified from wagon ‘NODY 20312 G’ to ’ wagon ‘RCQX 20312 V’.

NODY 20313

Details: wagon ‘NODY 20313 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

07.12.1992 Repair ‘SIDE STEP’.
07.12.1992 Repair ‘SIDE STEP’.

NODY 20315

Details: wagon ‘NODY 20315 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20317

14.04.1992 Reclassified from wagon ‘NODY 20317 F’ to ’ wagon ‘NKDY 20317 U’.

NODY 20318

26.11.1990 Reclassified from wagon ‘NODY 20318 Y’ to ’ wagon ‘NKHY 20318 S’.
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NODY 20319

11.11.1987 Reclassified from wagon ‘NODY 20319 A’ to ’ wagon ‘NOJY 20319 S’.

NODY 20320

10.11.1987 Reclassified from wagon ‘NODY 20320 T’ to ’ wagon ‘NOJY 20320 Y’.

NODY 20321

12.07.1988 Reclassified from wagon ‘NODY 20321 F’ to ’ wagon ‘NCCY 20321 B’.

NODY 20322

Details: wagon ‘NODY 20322 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

27.01.1992 Repair ‘SIDE STEP’.
11.01.1993 Repair ‘STEP’.
13.12.1993 Repair ‘SIDE STEP’.

NODY 20323

04.05.1988 Reclassified from wagon ‘NODY 20323 A’ to ’ wagon ‘NKHY 20323 E’.

NODY 20324

Details: wagon ‘NODY 20324 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘LADDER’.
12.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Repair ‘SIDE STEP’.
13.09.1993 Repair ‘SIDE STEP’.

NODY 20325

07.06.1991 Repair ‘SIDE STEP’.
10.03.1992 Reclassified from wagon ‘NODY 20325 S’ to ’ wagon ‘NKDY 20325 K’.

NODY 20326

10.03.1992 Reclassified from wagon ‘NODY 20326 E’ to ’ wagon ‘NKDY 20326 T’.

NODY 20327

12.03.1991 Repair ‘SIDE STEP’.
16.04.1992 Repair ‘VEHICLE RECLASSIFY’.
16.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20327 F’
08.10.1992 Reclassified from wagon ‘NODY 20327 N’ to ’ wagon ‘NKDY 20327 F’.

NODY 20328

Details: wagon ‘NODY 20328 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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06.04.1990 Repair ‘END BRAKE COCK’.
15.03.1991 Repair ‘HANDRAILS’.
24.08.1991 Repair ‘SIDE STEP’.

NODY 20329

09.09.1987 Reclassified from wagon ‘NODY 20329 X’ to ’ wagon ‘NCTY 85115 L’.

NODY 20330

14.04.1990 Reclassified from wagon ‘NODY 20330 E’ to ’ wagon ‘NCMY 20330 H’.

NODY 20331

26.11.1990 Reclassified from wagon ‘NODY 20331 N’ to ’ wagon ‘NKHY 20331 R’.

NODY 20333

Details: wagon ‘NODY 20333 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20334

27.07.1991 Reclassified from wagon ‘NODY 20334 R’ to ’ wagon ‘NCQX 20334 F’.

NODY 20335

13.05.1988 Reclassified from wagon ‘NODY 20335 D’ to ’ wagon ‘NCCY 85157 K’.

NODY 20337

Details: wagon ‘NODY 20337 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘DRAFT GEAR POCKET’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘STEP’.

NODY 20338

Details: wagon ‘NODY 20338 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

15.01.1990 Repair ‘HANDRAILS’.
04.02.1993 Repair ‘SIDE STEP’.

NODY 20339

06.12.1991 Reclassified from wagon ‘NODY 20339 Q’ to ’ wagon ‘NKDY 20339 X’.

NODY 20341

Details: wagon ‘NODY 20341 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

23.12.1992 Repair ‘HANDRAILS’.
23.12.1992 Repair ‘SIDE STEP’.
04.02.1993 Repair ‘SIDE STEP’.
20.09.1993 Repair ‘VEHICLE COMPLETE’.

NODY 20342

12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE LEVER’.
12.12.1990 Repair ‘BRAKE PIN’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
25.09.1991 Reclassified from wagon ‘NODY 20342 H’ to ’ wagon ‘NCQX 20342 S’.

NODY 20343

12.07.1988 Reclassified from wagon ‘NODY 20343 Q’ to ’ wagon ‘NCCY 20343 M’.

NODY 20344

Details: wagon ‘NODY 20344 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

09.04.1993 Repair ‘HANDRAILS’.
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NODY 20345

24.04.1991 Reclassified from wagon ‘NODY 20345 L’ to ’ wagon ‘NCQX 20345 W’.

NODY 20346

12.07.1988 Reclassified from wagon ‘NODY 20346 U’ to ’ wagon ‘NKHY 20346 B’.

NODY 20347

04.05.1988 Reclassified from wagon ‘NODY 20347 G’ to ’ wagon ‘NKHY 20347 K’.

NODY 20348

19.07.1989 Reclassified from wagon ‘NODY 20348 P’ to ’ wagon ‘NKHY 20348 T’.

NODY 20350

10.08.1988 Reclassified from wagon ‘NODY 20350 U’ to ’ wagon ‘NCCY 20350 Q’.

NODY 20351

Details: wagon ‘NODY 20351 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

05.04.1993 Repair ‘HANDRAILS’.

NODY 20352

11.12.1990 Repair ‘BRAKE BLOCK RB95’.
29.02.1992 Reclassified from wagon ‘NODY 20352 P’ to ’ wagon ‘NKDY 20352 H’.

NODY 20353

Details: wagon ‘NODY 20353 B’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20354

11.06.1991 Reclassified from wagon ‘NODY 20354 K’ to ’ wagon ‘NCQX 20354 V’.

NODY 20355

Details: wagon ‘NODY 20355 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20356

10.02.1992 Reclassified from wagon ‘NODY 20356 F’ to ’ wagon ‘NKDY 20356 U’.

NODY 20357

Details: wagon ‘NODY 20357 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

13.01.1993 Repair ‘SIDE STEP’.
03.02.1993 Repair ‘SIDE STEP’.

NODY 20358

13.05.1988 Reclassified from wagon ‘NODY 20358 A’ to ’ wagon ‘NCCY 85153 U’.

NODY 20359

Details: wagon ‘NODY 20359 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

26.07.1991 Repair ‘SIDE STEP’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRANCH PIPE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.

NODY 20360

11.06.1991 Reclassified from wagon ‘NODY 20360 F’ to ’ wagon ‘NCQX 20360 Q’.

NODY 20363

04.12.1991 Reclassified from wagon ‘NODY 20363 J’ to ’ wagon ‘NKDY 20363 B’.

NODY 20364

07.12.1991 Reclassified from wagon ‘NODY 20364 S’ to ’ wagon ‘NKDY 20364 K’.
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NODY 20365

11.11.1987 Reclassified from wagon ‘NODY 20365 E’ to ’ wagon ‘NOJY 20365 W’.

NODY 20366

03.08.1988 Reclassified from wagon ‘NODY 20366 N’ to ’ wagon ‘NCCY 20366 J’.

NODY 20367

07.12.1991 Reclassified from wagon ‘NODY 20367 W’ to ’ wagon ‘NKDY 20367 Y’.

NODY 20369

11.06.1991 Reclassified from wagon ‘NODY 20369 R’ to ’ wagon ‘NCQX 20369 F’.

NODY 20370

11.11.1987 Reclassified from wagon ‘NODY 20370 N’ to ’ wagon ‘NOJY 20370 X’.

NODY 20371

25.09.1991 Reclassified from wagon ‘NODY 20371 W’ to ’ wagon ‘NCQX 20371 K’.

NODY 20372

04.05.1988 Reclassified from wagon ‘NODY 20372 X’ to ’ wagon ‘NKHY 20372 M’.

NODY 20373

Details: wagon ‘NODY 20373 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

18.11.1991 Repair ‘SIDE STEP’.
01.07.1993 Repair ‘HANDRAILS’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
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NODY 20374

18.03.1991 Reclassified from wagon ‘NODY 20374 D’ to ’ wagon ‘NKHY 20374 H’.

NODY 20375

13.10.1991 Reclassified from wagon ‘NODY 20375 M’ to ’ wagon ‘NCOF 20375 Y’.

NODY 20376

Details: wagon ‘NODY 20376 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20377

03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘END BRAKE COCK’.
03.09.1990 Repair ‘SIDE STEP’.
25.09.1991 Reclassified from wagon ‘NODY 20377 H’ to ’ wagon ‘NCQX 20377 S’.

NODY 20378

05.09.1991 Repair ‘STEP’.
20.02.1992 Reclassified from wagon ‘NODY 20378 Q’ to ’ wagon ‘NKDY 20378 X’.

NODY 20379

Details: wagon ‘NODY 20379 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20380

Details: wagon ‘NODY 20380 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20381

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
07.03.1992 Reclassified from wagon ‘NODY 20381 H’ to ’ wagon ‘NKDY 20381 W’.

NODY 20383

Details: wagon ‘NODY 20383 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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22.02.1990 Repair ‘SIDE STEP’.

NODY 20384

Details: wagon ‘NODY 20384 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

01.10.1990 Repair ‘SIDE STEP’.
20.12.1991 Repair ‘HANDRAILS’.

NODY 20385

22.05.1994 Reclassified from wagon ‘NODY 20385 U’ to ’ wagon ‘RKHY 20385 F’.

NODY 20386

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘TRAIN PIPE’.
16.03.1991 Repair ‘SIDE STEP’.
26.11.1993 Reclassified from wagon ‘NODY 20386 G’ to ’ wagon ‘RKDY 20386 C’.

NODY 20387

14.04.1990 Reclassified from wagon ‘NODY 20387 P’ to ’ wagon ‘NCMY 20387 S’.

NODY 20388

10.08.1988 Reclassified from wagon ‘NODY 20388 B’ to ’ wagon ‘NKHY 20388 F’.

NODY 20389

28.10.1991 Repair ‘SIDE STEP’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘END SILL’.
11.01.1994 Repair ‘END SILL’.
11.01.1994 Repair ‘END SILL’.
03.03.1994 Reclassified from wagon ‘NODY 20389 K’ to ’ wagon ‘RKDY 20389 G’.
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NODY 20391

16.11.1989 Repair ‘SIDE STEP’.
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRAKE PULL ROD’.
28.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘END HOSE’.
07.03.1990 Repair ‘YOKE COMPLETE’.
29.02.1992 Reclassified from wagon ‘NODY 20391 P’ to ’ wagon ‘NKDY 20391 H’.

NODY 20393

16.04.1995 Reclassified from wagon ‘NODY 20393 K’ to ’ wagon ‘RKHY 20393 S’.

NODY 20394

Details: wagon ‘NODY 20394 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘DOOR COMPLETE’.
03.06.1991 Repair ‘DOOR COMPLETE’.

NODY 20395

Details: wagon ‘NODY 20395 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20396

18.03.1991 Reclassified from wagon ‘NODY 20396 Y’ to ’ wagon ‘NKHY 20396 S’.

NODY 20397

22.02.1993 Repair ‘SIDE STEP’.
22.02.1993 Repair ‘SIDE STEP’.
24.10.1993 Repair ‘SIDE STEP’.
01.11.1993 Repair ‘AXLEBOX’.
23.03.1994 Reclassified from wagon ‘NODY 20397 A’ to ’ wagon ‘RKDY 20397 T’.

NODY 20398

06.12.1991 Reclassified from wagon ‘NODY 20398 J’ to ’ wagon ‘NKDY 20398 B’.

NODY 20399

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘TRAIN PIPE (END)’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Repair ‘WHEEL SET’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
12.04.1993 Repair ‘HANDRAILS’.
12.04.1993 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NODY 20399 S’ to ’ wagon ‘RKDY 20399 Y’.

NODY 20400

07.03.1990 Reclassified from wagon ‘NODY 20400 K’ to ’ wagon ‘NKDY 20400 C’.

NODY 20411

14.02.1992 Reclassified from wagon ‘NODY 20411 E’ to ’ wagon ‘NKDY 20411 T’.

NODY 20412

26.10.1989 Repair ‘SIDE STEP’.
15.01.1990 Repair ‘HANDRAILS’.
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10.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1992 Repair ‘SIDE STEP’.
06.12.1993 Repair ‘SIDE STEP’.
08.06.1994 Reclassified from wagon ‘NODY 20412 N’ to ’ wagon ‘RKDY 20412 J’.

NODY 20413

16.12.1989 Repair ‘HANDRAILS’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BEARERS’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘SIDE BEARER’.
09.03.1991 Repair ‘SIDE STEP’.
11.04.1991 Repair ‘HANDRAILS’.
16.06.1994 Reclassified from wagon ‘NODY 20413 W’ to ’ wagon ‘RKDY 20413 S’.

NODY 20414

08.10.1987 Reclassified from wagon ‘NODY 20414 X’ to ’ wagon ‘NCTY 85122 P’.

NODY 20415

14.04.1990 Reclassified from wagon ‘NODY 20415 R’ to ’ wagon ‘NCMY 20415 U’.

NODY 20416

27.05.1991 Repair ‘HANDRAILS’.
27.05.1991 Repair ‘SIDE STEP’.
01.09.1993 Repair ‘DOOR COMPLETE’.
16.06.1994 Reclassified from wagon ‘NODY 20416 D’ to ’ wagon ‘RKDY 20416 W’.

NODY 20417

09.09.1987 Reclassified from wagon ‘NODY 20417 M’ to ’ wagon ‘NCTY 85112 H’.

NODY 20418

19.07.1989 Reclassified from wagon ‘NODY 20418 V’ to ’ wagon ‘NKHY 20418 C’.

NODY 20419

24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘SIDE STEP’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘SIDE STEP’.
01.11.1993 Repair ‘HANDRAILS’.
16.06.1994 Reclassified from wagon ‘NODY 20419 H’ to ’ wagon ‘RKDY 20419 D’.
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NODY 20420

29.12.1989 Repair ‘SIDE STEP’.
30.03.1992 Reclassified from wagon ‘NODY 20420 D’ to ’ wagon ‘NKDY 20420 S’.

NODY 20421

25.02.1994 Reclassified from wagon ‘NODY 20421 M’ to ’ wagon ‘RKDY 20421 X’.

NODY 20422

26.11.1990 Reclassified from wagon ‘NODY 20422 V’ to ’ wagon ‘NKHY 20422 C’.

NODY 20423

12.07.1988 Reclassified from wagon ‘NODY 20423 H’ to ’ wagon ‘NCCY 20423 D’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20425

08.11.1989 Repair ‘HANDRAILS END’.
25.02.1991 Repair ‘HANDRAILS’.
25.02.1991 Repair ‘SIDE STEP’.
05.12.1993 Repair ‘HANDRAILS’.
06.05.1994 Reclassified from wagon ‘NODY 20425 C’ to ’ wagon ‘RKDY 20425 V’.

NODY 20426

09.07.1990 Repair ‘SIDE STEP’.
09.07.1990 Repair ‘STEP’.
11.06.1991 Reclassified from wagon ‘NODY 20426 L’ to ’ wagon ‘NCQX 20426 W’.

NODY 20427

09.09.1987 Reclassified from wagon ‘NODY 20427 U’ to ’ wagon ‘NCTY 85118 P’.

NODY 20428

10.08.1988 Reclassified from wagon ‘NODY 20428 G’ to ’ wagon ‘NCCY 20428 C’.

NODY 20429

14.04.1990 Reclassified from wagon ‘NODY 20429 P’ to ’ wagon ‘NCMY 20429 S’.

NODY 20430

11.02.1994 Repair ‘SIDE STEP’.
06.05.1994 Reclassified from wagon ‘NODY 20430 L’ to ’ wagon ‘RKDY 20430 H’.
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NODY 20431

13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘BRAKE LEVER’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1993 Repair ‘DOOR LOCK MECHANISM’.
28.03.1994 Reclassified from wagon ‘NODY 20431 U’ to ’ wagon ‘RKDY 20431 Q’.

NODY 20432

10.08.1988 Reclassified from wagon ‘NODY 20432 G’ to ’ wagon ‘NCCY 20432 C’.

NODY 20434

01.09.1994 Reclassified from wagon ‘NODY 20434 B’ to ’ wagon ‘RKHY 20434 J’.

NODY 20435

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1992 Reclassified from wagon ‘NODY 20435 K’ to ’ wagon ‘NKDY 20435 C’.

NODY 20436

30.12.1987 Reclassified from wagon ‘NODY 20436 T’ to ’ wagon ‘NKHY 20436 A’.

NODY 20437

09.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NODY 20437 F’ to ’ wagon ‘RKDY 20437 B’.

NODY 20438

27.07.1991 Reclassified from wagon ‘NODY 20438 Y’ to ’ wagon ‘NCQX 20438 C’.

NODY 20439

24.02.1993 Repair ‘SIDE STEP’.
07.05.1994 Reclassified from wagon ‘NODY 20439 A’ to ’ wagon ‘RKDY 20439 T’.

NODY 20440

11.11.1987 Reclassified from wagon ‘NODY 20440 T’ to ’ wagon ‘NOJY 20440 Y’.
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NODY 20441

08.12.1989 Repair ‘HANDRAILS’.
31.08.1994 Reclassified from wagon ‘NODY 20441 F’ to ’ wagon ‘RCQX 20441 U’.

NODY 20443

19.07.1989 Reclassified from wagon ‘NODY 20443 A’ to ’ wagon ‘NKHY 20443 E’.

NODY 20444

Details: wagon ‘NODY 20444 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

24.10.1993 Repair ‘SIDE STEP’.

NODY 20445

04.05.1988 Reclassified from wagon ‘NODY 20445 S’ to ’ wagon ‘NKHY 20445 W’.

NODY 20446

Details: wagon ‘NODY 20446 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCCY
BSG Code: NSFZ
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Capacity of 56 tonnes

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20446 A’
31.12.1993 Repair ‘END BRAKE COCK’.

NODY 20448

04.11.1993 Reclassified from wagon ‘NODY 20448 W’ to ’ wagon ‘RKDY 20448 S’.

NODY 20449

14.04.1990 Reclassified from wagon ‘NODY 20449 X’ to ’ wagon ‘NCMY 20449 L’.

NODY 20450

Details: wagon ‘NODY 20450 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 54 tonnes

10.08.1988 Reclassified from wagon ‘NODY 20450 E’ to ’ wagon ‘NCCY 85160 B’.

NODY 20451

19.07.1989 Reclassified from wagon ‘NODY 20451 N’ to ’ wagon ‘NKHY 20451 R’.

NODY 20452

Details: wagon ‘NODY 20452 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘SIDE STEP’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘SIDE STEP’.
10.04.1992 Repair ‘SIDE STEP’.
22.05.1993 Repair ‘SIDE STEP’.

NODY 20453

23.11.1993 Reclassified from wagon ‘NODY 20453 X’ to ’ wagon ‘RKDY 20453 E’.

NODY 20454

21.07.1990 Repair ‘SIDE STEP’.
11.01.1993 Repair ‘HANDRAILS’.
11.01.1993 Repair ‘SIDE STEP’.
03.05.1993 Repair ‘SIDE STEP’.
10.06.1994 Reclassified from wagon ‘NODY 20454 R’ to ’ wagon ‘RKDY 20454 N’.

NODY 20455

07.05.1994 Reclassified from wagon ‘NODY 20455 D’ to ’ wagon ‘RKDY 20455 W’.

NODY 20456

14.04.1990 Reclassified from wagon ‘NODY 20456 M’ to ’ wagon ‘NCMY 20456 P’.

NODY 20457

14.04.1990 Reclassified from wagon ‘NODY 20457 V’ to ’ wagon ‘NCMY 20457 B’.

NODY 20458

24.09.1993 Repair ‘SIDE STEP’.
29.04.1994 Reclassified from wagon ‘NODY 20458 H’ to ’ wagon ‘RKHY 20458 P’.

NODY 20459

30.12.1987 Reclassified from wagon ‘NODY 20459 Q’ to ’ wagon ‘NKHY 20459 U’.
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NODY 20460

29.09.1994 Reclassified from wagon ‘NODY 20460 M’ to ’ wagon ‘RKHY 20460 U’.

NODY 20461

02.06.1990 Repair ‘SIDE STEP’.
13.06.1992 Repair ‘SIDE STEP’.
01.09.1993 Repair ‘DOOR COMPLETE’.
23.11.1993 Reclassified from wagon ‘NODY 20461 V’ to ’ wagon ‘RKDY 20461 R’.

NODY 20462

14.04.1990 Reclassified from wagon ‘NODY 20462 H’ to ’ wagon ‘NCMY 20462 K’.

NODY 20463

27.07.1991 Reclassified from wagon ‘NODY 20463 Q’ to ’ wagon ‘NCQX 20463 E’.

NODY 20464

09.12.1989 Repair ‘HANDRAILS’.
09.12.1989 Repair ‘HANDRAILS’.
30.04.1990 Reclassified from wagon ‘NODY 20464 C’ to ’ wagon ‘NKDY 20464 R’.

NODY 20465

11.12.1989 Repair ‘SIDE STEP’.
31.12.1990 Repair ‘HANDRAILS’.
03.01.1991 Repair ‘SIDE STEP’.
06.12.1991 Reclassified from wagon ‘NODY 20465 L’ to ’ wagon ‘NKDY 20465 D’.

NODY 20466

20.10.1990 Repair ‘SIDE STEP’.
29.11.1991 Reclassified from wagon ‘NODY 20466 U’ to ’ wagon ‘NCOF 20466 W’.

NODY 20467

25.09.1991 Reclassified from wagon ‘NODY 20467 G’ to ’ wagon ‘NCQX 20467 R’.

NODY 20468

26.11.1992 Repair ‘SIDE STEP’.
03.05.1993 Repair ‘SIDE STEP’.
12.05.1994 Reclassified from wagon ‘NODY 20468 P’ to ’ wagon ‘RKDY 20468 L’.
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NODY 20469

21.03.1992 Repair ‘SIDE STEP’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Reclassified from wagon ‘NODY 20469 B’ to ’ wagon ‘RKDY 20469 U’.

NODY 20470

11.11.1987 Reclassified from wagon ‘NODY 20470 U’ to ’ wagon ‘NOJY 20470 P’.

NODY 20471

17.12.1992 Repair ‘SIDE STEP’.
12.04.1993 Repair ‘HANDRAILS’.
28.03.1994 Reclassified from wagon ‘NODY 20471 G’ to ’ wagon ‘RKDY 20471 C’.

NODY 20472

30.07.1989 Repair ‘SIDE STEP’.
23.06.1990 Reclassified from wagon ‘NODY 20472 P’ to ’ wagon ‘NKDY 20472 H’.

NODY 20473

02.12.1990 Reclassified from wagon ‘NODY 20473 B’ to ’ wagon ‘NCOF 20473 D’.

NODY 20474

04.05.1988 Reclassified from wagon ‘NODY 20474 K’ to ’ wagon ‘NKHY 20474 Y’.

NODY 20475

27.07.1991 Reclassified from wagon ‘NODY 20475 T’ to ’ wagon ‘NCQX 20475 H’.

NODY 20476

11.03.1992 Reclassified from wagon ‘NODY 20476 F’ to ’ wagon ‘NKDY 20476 U’.

NODY 20477

11.11.1987 Reclassified from wagon ‘NODY 20477 Y’ to ’ wagon ‘NOJY 20477 J’.

NODY 20479

14.04.1990 Reclassified from wagon ‘NODY 20479 J’ to ’ wagon ‘NCMY 20479 M’.

NODY 20480

18.10.1991 Repair ‘SIDE STEP’.
18.10.1991 Repair ‘SIDE STEP’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
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04.08.1993 Repair ‘BRANCH PIPE’.
04.08.1993 Repair ‘HOSE FITTINGS’.
04.08.1993 Repair ‘TRAIN PIPE (END)’.
23.05.1994 Reclassified from wagon ‘NODY 20480 F’ to ’ wagon ‘RKDY 20480 B’.

NODY 20481

10.08.1988 Reclassified from wagon ‘NODY 20481 Y’ to ’ wagon ‘NKHY 20481 S’.

NODY 20482

Details: wagon ‘NODY 20482 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCDY
BSG Code: NSKI

Capacity of 52 tonnes

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20482 W’

NODY 20483

Details: wagon ‘NODY 20483 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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NODY 20485

25.09.1990 Reclassified from wagon ‘NODY 20485 E’ to ’ wagon ‘NKHY 20485 X’.

NODY 20486

14.04.1990 Reclassified from wagon ‘NODY 20486 N’ to ’ wagon ‘NCMY 20486 Q’.

NODY 20487

18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘END BRAKE COCK’.
18.12.1990 Repair ‘SIDE STEP’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘WHEEL SET’.
12.09.1992 Repair ‘SIDE STEP’.
28.03.1994 Reclassified from wagon ‘NODY 20487 W’ to ’ wagon ‘RKDY 20487 S’.

NODY 20488

14.04.1990 Reclassified from wagon ‘NODY 20488 X’ to ’ wagon ‘NCTY 85123 B’.

NODY 20489

11.06.1991 Reclassified from wagon ‘NODY 20489 R’ to ’ wagon ‘NCQX 20489 F’.

NODY 20490

Details: wagon ‘NODY 20490 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKI

Capacity of 52 tonnes

11.02.1994 Repair ‘VEHICLE RECLASSIFY’.
11.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20490 M’
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NODY 20491

Details: wagon ‘NODY 20491 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCDY 20491 V
BSG Code: NSKI

Capacity of 54 tonnes

23.10.1993 Repair ‘VEHICLE RECLASSIFY’.
23.10.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20491 V’

NODY 20492

Details: wagon ‘NODY 20492 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCDY 20492 H
BSG Code: NSKI

Capacity of 52 tonnes

01.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1989 Repair ‘BRAKE PIN’.
01.10.1989 Repair ‘BRAKE PULL ROD’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NCDY 20492 H’
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20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NCDY 20492 H’
09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20492 H’

NODY 20494

Details: wagon ‘NODY 20494 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘HANDRAILS’.
16.09.1991 Repair ‘SIDE STEP’.
10.04.1992 Repair ‘HANDRAILS’.

NODY 20495

Details: wagon ‘NODY 20495 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: X NCDY
BSG Code: NSKI
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Capacity of 52 tonnes

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20495 L’

NODY 20496

Details: wagon ‘NODY 20496 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCDY
BSG Code: NSKI

Capacity of 52 tonnes

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20496 U’

NODY 20497

Details: wagon ‘NODY 20497 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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NODY 20498

Details: wagon ‘NODY 20498 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCDY 20498 P
BSG Code: NSKI

Capacity of 52 tonnes

25.09.1993 Repair ‘VEHICLE RECLASSIFY’.
25.09.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20498 P’

NODY 20499

Details: wagon ‘NODY 20499 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20500

11.11.1987 Reclassified from wagon ‘NODY 20500 R’ to ’ wagon ‘NOJY 20500 M’.

NODY 20501

14.04.1992 Reclassified from wagon ‘NODY 20501 D’ to ’ wagon ‘NKDY 20501 S’.
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NODY 20503

11.11.1987 Reclassified from wagon ‘NODY 20503 V’ to ’ wagon ‘NOJY 20503 Q’.

NODY 20505

19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20505 P’
23.03.1992 Reclassified from wagon ‘NODY 20505 Q’ to ’ wagon ‘NKDY 20505 X’.

NODY 20507

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘SIDE STEP’.
12.03.1991 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NODY 20507 L’ to ’ wagon ‘RKDY 20507 H’.

NODY 20508

08.04.1992 Reclassified from wagon ‘NODY 20508 U’ to ’ wagon ‘NKDY 20508 M’.

NODY 20509

12.01.1994 Repair ‘SIDE STEP’.
10.02.1995 Reclassified from wagon ‘NODY 20509 G’ to ’ wagon ‘RKLY 20509 D’.

NODY 20510

02.03.1992 Reclassified from wagon ‘NODY 20510 C’ to ’ wagon ‘NKDY 20510 R’.

NODY 20511

07.12.1991 Reclassified from wagon ‘NODY 20511 L’ to ’ wagon ‘NKDY 20511 D’.

NODY 20512

14.04.1990 Reclassified from wagon ‘NODY 20512 U’ to ’ wagon ‘NCMY 20512 A’.

NODY 20513

12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘SIDE STEP’.
12.08.1992 Repair ‘SIDE STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20513 C’
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NODY 20514

27.07.1991 Reclassified from wagon ‘NODY 20514 P’ to ’ wagon ‘NCQX 20514 D’.

NODY 20515

10.08.1988 Reclassified from wagon ‘NODY 20515 B’ to ’ wagon ‘NKHY 20515 F’.

NODY 20516

Details: wagon ‘NODY 20516 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 54 tonnes

10.08.1988 Reclassified from wagon ‘NODY 20516 K’ to ’ wagon ‘NCCY 85159 F’.

NODY 20517

11.09.1991 Repair ‘HANDRAILS END’.
29.02.1992 Reclassified from wagon ‘NODY 20517 T’ to ’ wagon ‘NKDY 20517 L’.

NODY 20518

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘DOOR LOCK MECHANISM’.
08.12.1989 Repair ‘DOOR OPENING MECHANISM’.
08.12.1989 Repair ‘DOOR OPENING MECHANISM’.
08.12.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘SIDE STEP’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘WHEEL SET’.
11.05.1994 Reclassified from wagon ‘NODY 20518 F’ to ’ wagon ‘RKDY 20518 B’.
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NODY 20519

04.05.1988 Reclassified from wagon ‘NODY 20519 Y’ to ’ wagon ‘NKHY 20519 S’.

NODY 20520

19.07.1989 Reclassified from wagon ‘NODY 20520 K’ to ’ wagon ‘NKHY 20520 Y’.

NODY 20521

27.01.1993 Repair ‘SIDE STEP’.
20.12.1993 Repair ‘HANDRAILS’.
28.02.1994 Reclassified from wagon ‘NODY 20521 T’ to ’ wagon ‘RKDY 20521 P’.

NODY 20522

06.11.1991 Repair ‘STEP’.
04.11.1993 Reclassified from wagon ‘NODY 20522 F’ to ’ wagon ‘RKDY 20522 B’.

NODY 20523

Details: wagon ‘NODY 20523 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20524

03.08.1992 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NODY 20524 A’ to ’ wagon ‘RKDY 20524 T’.

NODY 20525

13.08.1987 Reclassified from wagon ‘NODY 20525 J’ to ’ wagon ‘NCTY 85107 V’.

NODY 20526

29.11.1991 Reclassified from wagon ‘NODY 20526 S’ to ’ wagon ‘NCOF 20526 U’.
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NODY 20527

02.04.1992 Reclassified from wagon ‘NODY 20527 E’ to ’ wagon ‘NKDY 20527 T’.

NODY 20528

24.05.1994 Reclassified from wagon ‘NODY 20528 N’ to ’ wagon ‘RCQF 20528 C’.

NODY 20530

14.04.1990 Reclassified from wagon ‘NODY 20530 S’ to ’ wagon ‘NCMY 20530 V’.

NODY 20532

Details: wagon ‘NODY 20532 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NKDY 20532 F
BSG Code: NSKI

Capacity of 54 tonnes

03.07.1992 Repair ‘VEHICLE RECLASSIFY’.
03.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20532 F’
22.04.1993 Repair ‘HANDRAILS’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NKDY 20532 F’
24.11.1993 Repair ‘VEHICLE RECLASSIFY’.
24.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20532 F’

NODY 20533

26.09.1991 Reclassified from wagon ‘NODY 20533 W’ to ’ wagon ‘NQSY 20533 C’.
26.11.1991 Repair ‘VEHICLE RECLASSIFY’.
26.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 20533 C’
01.12.1993 Reclassified from wagon ‘NODY 20533 W’ to ’ wagon ‘RKDY 20533 S’.
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NODY 20534

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.08.1990 Repair ‘SIDE STEP’.
16.02.1994 Reclassified from wagon ‘NODY 20534 X’ to ’ wagon ‘RKDY 20534 E’.

NODY 20535

26.11.1990 Reclassified from wagon ‘NODY 20535 R’ to ’ wagon ‘NKHY 20535 V’.

NODY 20536

07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘SIDE STEP’.
23.11.1993 Reclassified from wagon ‘NODY 20536 D’ to ’ wagon ‘RKDY 20536 W’.

NODY 20537

22.10.1993 Repair ‘SIDE STEP’.
23.11.1993 Reclassified from wagon ‘NODY 20537 M’ to ’ wagon ‘RKDY 20537 X’.

NODY 20538

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRAKE PIN’.
18.03.1991 Repair ‘HANDRAILS’.
02.04.1991 Repair ‘SIDE STEP’.
29.11.1991 Reclassified from wagon ‘NODY 20538 V’ to ’ wagon ‘NCOF 20538 A’.

NODY 20539

10.08.1988 Reclassified from wagon ‘NODY 20539 H’ to ’ wagon ‘NCCY 20539 D’.

NODY 20540

14.04.1990 Reclassified from wagon ‘NODY 20540 D’ to ’ wagon ‘NCMY 20540 G’.

NODY 20542

Details: wagon ‘NODY 20542 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 54 tonnes

10.08.1988 Reclassified from wagon ‘NODY 20542 V’ to ’ wagon ‘NCCY 85162 T’.

NODY 20543

04.05.1988 Reclassified from wagon ‘NODY 20543 H’ to ’ wagon ‘NKHY 20543 L’.

NODY 20544

27.08.1992 Repair ‘SIDE STEP’.
16.02.1994 Reclassified from wagon ‘NODY 20544 Q’ to ’ wagon ‘RKDY 20544 M’.

NODY 20545

23.03.1993 Reclassified from wagon ‘NODY 20545 C’ to ’ wagon ‘NCQF 20545 K’.

NODY 20547

12.05.1994 Reclassified from wagon ‘NODY 20547 U’ to ’ wagon ‘RKHY 20547 F’.

NODY 20549

25.09.1990 Reclassified from wagon ‘NODY 20549 P’ to ’ wagon ‘NKHY 20549 T’.

NODY 20551

20.07.1994 Reclassified from wagon ‘NODY 20551 U’ to ’ wagon ‘RKDY 20551 Q’.

NODY 20552

11.11.1987 Reclassified from wagon ‘NODY 20552 G’ to ’ wagon ‘NOJY 20552 B’.

NODY 20553

19.07.1989 Reclassified from wagon ‘NODY 20553 P’ to ’ wagon ‘NCCY 20553 L’.

NODY 20554

19.07.1989 Reclassified from wagon ‘NODY 20554 B’ to ’ wagon ‘NCCY 20554 U’.
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NODY 20555

Details: wagon ‘NODY 20555 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘EMPTY LOAD VALVE’.
31.08.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Repair ‘SIDE STEP’.
04.03.1991 Repair ‘SIDE STEP’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.

NODY 20556

07.12.1992 Repair ‘SIDE STEP’.
24.09.1993 Repair ‘SIDE STEP’.
23.05.1994 Reclassified from wagon ‘NODY 20556 T’ to ’ wagon ‘RKDY 20556 P’.

NODY 20557

14.04.1990 Reclassified from wagon ‘NODY 20557 F’ to ’ wagon ‘NCMY 20557 X’.

NODY 20559

13.08.1987 Reclassified from wagon ‘NODY 20559 A’ to ’ wagon ‘NCTY 85104 R’.

NODY 20560

29.04.1994 Reclassified from wagon ‘NODY 20560 T’ to ’ wagon ‘RKHY 20560 E’.

9761



2. TIMS GROUP INFORMATION - WAGONS

NODY 20561

10.04.1992 Repair ‘HANDRAILS’.
10.04.1992 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NODY 20561 F’ to ’ wagon ‘RKDY 20561 B’.

NODY 20562

14.04.1992 Reclassified from wagon ‘NODY 20562 Y’ to ’ wagon ‘NCQX 20562 C’.

NODY 20563

19.03.1990 Repair ‘SIDE STEP’.
11.03.1992 Reclassified from wagon ‘NODY 20563 A’ to ’ wagon ‘NKDY 20563 P’.

NODY 20564

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘SIDE STEP’.
24.12.1990 Repair ‘HANDRAILS’.
04.11.1993 Reclassified from wagon ‘NODY 20564 J’ to ’ wagon ‘RKDY 20564 F’.

NODY 20565

02.05.1991 Repair ‘SIDE STEP’.
09.06.1991 Repair ‘HANDRAILS’.
23.08.1993 Repair ‘SIDE STEP’.
25.02.1994 Reclassified from wagon ‘NODY 20565 S’ to ’ wagon ‘RKDY 20565 Y’.

NODY 20566

05.04.1990 Repair ‘SIDE STEP’.
21.11.1990 Repair ‘HANDRAILS’.
21.11.1990 Repair ‘HANDRAILS’.
18.03.1991 Repair ‘SIDE STEP’.
26.03.1992 Reclassified from wagon ‘NODY 20566 E’ to ’ wagon ‘NKDY 20566 T’.

NODY 20567

14.04.1990 Reclassified from wagon ‘NODY 20567 N’ to ’ wagon ‘NCMY 20567 Q’.

NODY 20568

20.12.1993 Repair ‘SIDE STEP’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Reclassified from wagon ‘NODY 20568 W’ to ’ wagon ‘RKDY 20568 S’.

NODY 20569

14.04.1990 Reclassified from wagon ‘NODY 20569 X’ to ’ wagon ‘NCMY 20569 L’.
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NODY 20570

10.08.1988 Reclassified from wagon ‘NODY 20570 E’ to ’ wagon ‘NKHY 20570 X’.

NODY 20571

30.11.1992 Repair ‘SIDE STEP’.
23.11.1993 Reclassified from wagon ‘NODY 20571 N’ to ’ wagon ‘RKDY 20571 J’.

NODY 20572

07.08.1991 Repair ‘SIDE STEP’.
01.09.1994 Reclassified from wagon ‘NODY 20572 W’ to ’ wagon ‘RKDY 20572 S’.

NODY 20573

29.11.1991 Reclassified from wagon ‘NODY 20573 X’ to ’ wagon ‘NCOF 20573 K’.

NODY 20574

09.09.1994 Reclassified from wagon ‘NODY 20574 R’ to ’ wagon ‘RKHY 20574 C’.

NODY 20575

Details: wagon ‘NODY 20575 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCDY 20575 C
BSG Code: NSKI

Capacity of 54 tonnes

28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20575 C’

NODY 20576

10.08.1988 Reclassified from wagon ‘NODY 20576 M’ to ’ wagon ‘NCCY 20576 X’.
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NODY 20577

14.04.1990 Reclassified from wagon ‘NODY 20577 V’ to ’ wagon ‘NCMY 20577 B’.

NODY 20578

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘DOOR COMPLETE’.
29.02.1992 Reclassified from wagon ‘NODY 20578 H’ to ’ wagon ‘NKDY 20578 W’.

NODY 20579

12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Reclassified from wagon ‘NODY 20579 Q’ to ’ wagon ‘NCOF 20579 S’.

NODY 20580

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
12.01.1993 Reclassified from wagon ‘NODY 20580 M’ to ’ wagon ‘NKDY 20580 E’.

NODY 20581

13.05.1988 Reclassified from wagon ‘NODY 20581 V’ to ’ wagon ‘NCCY 85156 B’.

NODY 20582

04.05.1988 Reclassified from wagon ‘NODY 20582 H’ to ’ wagon ‘NKHY 20582 L’.

NODY 20583

04.12.1994 Reclassified from wagon ‘NODY 20583 Q’ to ’ wagon ‘RKHY 20583 B’.

NODY 20584

Details: wagon ‘NODY 20584 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCDY 20584 B
BSG Code: NSKI
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Capacity of 54 tonnes

21.12.1992 Repair ‘SIDE STEP’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘NCDY 20584 B’
07.12.1993 Repair ‘VEHICLE RECLASSIFY’.
07.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20584 B’
15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20584 B’
18.02.1994 Repair ‘VEHICLE RECLASSIFY’.
18.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20584 B’

NODY 20585

Details: wagon ‘NODY 20585 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCDY
BSG Code: NSKI

Capacity of 52 tonnes

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20585 K’

NODY 20586

Details: wagon ‘NODY 20586 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20587

27.07.1991 Reclassified from wagon ‘NODY 20587 G’ to ’ wagon ‘NCQX 20587 R’.

NODY 20588

14.09.1994 Reclassified from wagon ‘NODY 20588 P’ to ’ wagon ‘RKHY 20588 A’.

NODY 20590

30.12.1987 Reclassified from wagon ‘NODY 20590 U’ to ’ wagon ‘NKHY 20590 B’.

NODY 20591

02.04.1991 Repair ‘SIDE STEP’.
22.05.1993 Repair ‘HANDRAILS’.
22.05.1993 Repair ‘SIDE STEP’.
12.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NODY 20591 G’ to ’ wagon ‘RKDY 20591 C’.

NODY 20592

21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘SIDE STEP’.
21.08.1991 Repair ‘SIDE STEP’.
12.09.1994 Reclassified from wagon ‘NODY 20592 P’ to ’ wagon ‘RKDY 20592 L’.

NODY 20593

10.08.1988 Reclassified from wagon ‘NODY 20593 B’ to ’ wagon ‘NCCY 20593 U’.

NODY 20595

04.05.1988 Reclassified from wagon ‘NODY 20595 T’ to ’ wagon ‘NKHY 20595 A’.

NODY 20596

25.05.1991 Repair ‘SIDE STEP’.
29.05.1991 Repair ‘SIDE STEP’.
02.08.1992 Repair ‘DOOR LOCK MECHANISM’.
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29.10.1992 Repair ‘HANDRAILS’.
09.01.1993 Repair ‘HANDRAILS’.
04.11.1993 Reclassified from wagon ‘NODY 20596 F’ to ’ wagon ‘RKDY 20596 B’.

NODY 20597

28.05.1993 Repair ‘SIDE STEP’.
22.08.1994 Reclassified from wagon ‘NODY 20597 Y’ to ’ wagon ‘RKDY 20597 K’.

NODY 20598

Details: wagon ‘NODY 20598 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCDY
BSG Code: NSKI

Capacity of 52 tonnes

15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCDY 20598 W’

NODY 20600

04.05.1988 Reclassified from wagon ‘NODY 20600 B’ to ’ wagon ‘NKHY 20600 F’.

NODY 20602

06.12.1991 Reclassified from wagon ‘NODY 20602 T’ to ’ wagon ‘NKDY 20602 L’.

NODY 20603

10.08.1988 Reclassified from wagon ‘NODY 20603 F’ to ’ wagon ‘NKHY 20603 J’.

NODY 20604

15.06.1992 Repair ‘SIDE STEP’.
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.03.1994 Reclassified from wagon ‘NODY 20604 Y’ to ’ wagon ‘RKDY 20604 K’.
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NODY 20605

14.09.1994 Reclassified from wagon ‘NODY 20605 A’ to ’ wagon ‘RKHY 20605 X’.

NODY 20606

25.09.1991 Reclassified from wagon ‘NODY 20606 J’ to ’ wagon ‘NCQX 20606 U’.

NODY 20607

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘SIDE STEP’.
04.11.1993 Reclassified from wagon ‘NODY 20607 S’ to ’ wagon ‘RKDY 20607 Y’.

NODY 20608

11.11.1987 Reclassified from wagon ‘NODY 20608 E’ to ’ wagon ‘NOJY 20608 W’.

NODY 20609

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘SIDE STEP’.
29.02.1992 Reclassified from wagon ‘NODY 20609 N’ to ’ wagon ‘NKDY 20609 F’.

NODY 20610

02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BRANCH PIPE’.
02.03.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1994 Reclassified from wagon ‘NODY 20610 J’ to ’ wagon ‘RKHY 20610 R’.

NODY 20801

Details: wagon ‘NODY 20801 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

15.01.1990 Repair ‘HANDRAILS’.
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17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘END BRAKE COCK’.
17.10.1990 Repair ‘END HOSE’.
17.10.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE PULL ROD’.
11.05.1992 Repair ‘HANDRAILS’.

NODY 20802

10.01.1993 Reclassified from wagon ‘NODY 20802 K’ to ’ wagon ‘NKDY 20802 C’.

NODY 20803

Details: wagon ‘NODY 20803 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

05.08.1991 Repair ‘HANDRAILS’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BRAKE LEVER’.
24.07.1992 Repair ‘BRAKE PULL ROD’.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1994 Repair ‘LADDER’.

NODY 20804

Details: wagon ‘NODY 20804 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m

9769



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘SIDE STEP’.

NODY 20805

Details: wagon ‘NODY 20805 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

05.12.1989 Repair ‘VEHICLE COMPLETE’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘WHEEL SET’.
18.10.1990 Repair ‘SIDE STEP’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘SIDE STEP’.
01.11.1990 Repair ‘SIDE STEP’.
27.09.1993 Repair ‘SIDE STEP’.

NODY 20806

Details: wagon ‘NODY 20806 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

09.09.1989 Repair ‘HANDRAILS’.
06.04.1991 Repair ‘SIDE STEP’.
15.04.1991 Repair ‘SIDE STEP’.
29.10.1993 Repair ‘STEP’.
04.11.1993 Repair ‘HANDRAILS’.

NODY 20807

10.08.1988 Reclassified from wagon ‘NODY 20807 J’ to ’ wagon ‘NCCY 20807 F’.

NODY 20808

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
18.05.1994 Reclassified from wagon ‘NODY 20808 S’ to ’ wagon ‘RKHY 20808 D’.

NODY 20809

Details: wagon ‘NODY 20809 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

06.02.1992 Repair ‘SIDE STEP’.

NODY 20810

09.06.1994 Reclassified from wagon ‘NODY 20810 A’ to ’ wagon ‘RKHY 20810 X’.
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NODY 20811

Details: wagon ‘NODY 20811 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BRAKE PULL ROD’.
31.07.1991 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘SIDE STEP’.
26.06.1993 Repair ‘HANDRAILS’.

NODY 20814

18.05.1994 Reclassified from wagon ‘NODY 20814 N’ to ’ wagon ‘RKHY 20814 V’.

NODY 20815

Details: wagon ‘NODY 20815 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘WHEEL SET’.
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NODY 20816

Details: wagon ‘NODY 20816 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

08.07.1991 Repair ‘SIDE STEP’.

NODY 20817

09.09.1987 Reclassified from wagon ‘NODY 20817 R’ to ’ wagon ‘NCTY 85114 C’.

NODY 20818

04.05.1988 Reclassified from wagon ‘NODY 20818 D’ to ’ wagon ‘NKHY 20818 H’.

NODY 20819

Details: wagon ‘NODY 20819 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

06.11.1992 Repair ‘SIDE STEP’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
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NODY 20820

Details: wagon ‘NODY 20820 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

06.03.1990 Repair ‘SIDE STEP’.
23.07.1990 Repair ‘SIDE STEP’.
29.01.1991 Repair ‘HANDRAILS’.
29.01.1991 Repair ‘STEP’.
18.11.1991 Repair ‘HANDRAILS’.
13.08.1993 Repair ‘HANDRAILS’.

NODY 20821

Details: wagon ‘NODY 20821 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

17.04.1991 Repair ‘SIDE STEP’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘WHEEL SET’.
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NODY 20822

Details: wagon ‘NODY 20822 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

14.11.1992 Repair ‘HANDRAILS’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20823

04.05.1988 Reclassified from wagon ‘NODY 20823 M’ to ’ wagon ‘NKHY 20823 Q’.

NODY 20824

Details: wagon ‘NODY 20824 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

09.02.1994 Repair ‘BODY COMPLETE’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘SIDE BEARER’.
09.02.1994 Repair ‘TRAIN PIPE (END)’.
09.02.1994 Repair ‘TRAIN PIPE’.
09.02.1994 Repair ‘UNDERFRAME COMPLETE’.
09.02.1994 Repair ‘WHEEL SET’.
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NODY 20825

13.05.1988 Reclassified from wagon ‘NODY 20825 H’ to ’ wagon ‘NCCY 85151 C’.

NODY 20826

Details: wagon ‘NODY 20826 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

05.02.1991 Repair ‘HANDRAILS’.

NODY 20827

Details: wagon ‘NODY 20827 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BRAKE LEVER’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘EMPTY LOAD VALVE’.
23.12.1992 Repair ‘GRADE CONTROL VALVE’.
23.12.1992 Repair ‘STEP’.
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NODY 20828

08.10.1987 Reclassified from wagon ‘NODY 20828 L’ to ’ wagon ‘NCTY 85121 G’.

NODY 20829

30.12.1987 Reclassified from wagon ‘NODY 20829 U’ to ’ wagon ‘NKHY 20829 B’.

NODY 20830

30.04.1990 Reclassified from wagon ‘NODY 20830 Q’ to ’ wagon ‘NKDY 20830 X’.

NODY 20832

11.06.1991 Reclassified from wagon ‘NODY 20832 L’ to ’ wagon ‘NCQX 20832 W’.

NODY 20833

04.05.1988 Reclassified from wagon ‘NODY 20833 U’ to ’ wagon ‘NKHY 20833 B’.

NODY 20834

Details: wagon ‘NODY 20834 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘SIDE STEP’.
11.01.1993 Repair ‘STEP’.

NODY 20835

11.11.1987 Reclassified from wagon ‘NODY 20835 P’ to ’ wagon ‘NOJY 20835 K’.
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NODY 20837

Details: wagon ‘NODY 20837 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20838

04.05.1988 Reclassified from wagon ‘NODY 20838 T’ to ’ wagon ‘NKHY 20838 A’.

NODY 20839

Details: wagon ‘NODY 20839 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

08.07.1991 Repair ‘SIDE STEP’.
08.07.1991 Repair ‘SIDE STEP’.

NODY 20840

Details: wagon ‘NODY 20840 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

08.04.1991 Repair ‘SIDE STEP’.
08.04.1991 Repair ‘SIDE STEP’.

NODY 20843

10.08.1988 Reclassified from wagon ‘NODY 20843 F’ to ’ wagon ‘NCCY 20843 B’.

NODY 20845

Details: wagon ‘NODY 20845 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

10.03.1990 Repair ‘HANDRAILS’.
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1990 Repair ‘SIDE STEP’.

NODY 20847

Details: wagon ‘NODY 20847 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

09.04.1990 Repair ‘HANDRAILS’.
16.02.1992 Repair ‘BRAKE BLOCK RB95’.

NODY 20848

24.04.1991 Reclassified from wagon ‘NODY 20848 E’ to ’ wagon ‘NCQX 20848 P’.

NODY 20849

30.04.1990 Reclassified from wagon ‘NODY 20849 N’ to ’ wagon ‘NKDY 20849 F’.

NODY 20850

11.06.1991 Reclassified from wagon ‘NODY 20850 J’ to ’ wagon ‘NCQX 20850 U’.

NODY 20851

Details: wagon ‘NODY 20851 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

27.07.1992 Repair ‘HANDRAILS’.

NODY 20852

25.09.1991 Reclassified from wagon ‘NODY 20852 E’ to ’ wagon ‘NCQX 20852 P’.
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NODY 20853

27.07.1991 Reclassified from wagon ‘NODY 20853 N’ to ’ wagon ‘NCQX 20853 B’.

NODY 20855

04.05.1988 Reclassified from wagon ‘NODY 20855 X’ to ’ wagon ‘NKHY 20855 M’.

NODY 20856

Details: wagon ‘NODY 20856 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘SIDE STEP’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NODY 20857

06.04.1988 Reclassified from wagon ‘NODY 20857 D’ to ’ wagon ‘NCCY 20857 W’.

NODY 20858

11.06.1991 Reclassified from wagon ‘NODY 20858 M’ to ’ wagon ‘NCQX 20858 A’.

NODY 20859

Details: wagon ‘NODY 20859 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

08.03.1991 Repair ‘HANDRAILS’.
08.03.1991 Repair ‘SIDE STEP’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NODY 20861

Details: wagon ‘NODY 20861 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.

NODY 20862

24.04.1991 Reclassified from wagon ‘NODY 20862 M’ to ’ wagon ‘NCQX 20862 A’.

NODY 20863

11.06.1991 Reclassified from wagon ‘NODY 20863 V’ to ’ wagon ‘NCQX 20863 J’.

NODY 20864

Details: wagon ‘NODY 20864 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20865

30.04.1990 Reclassified from wagon ‘NODY 20865 Q’ to ’ wagon ‘NKDY 20865 X’.

NODY 20866

09.09.1994 Reclassified from wagon ‘NODY 20866 C’ to ’ wagon ‘RKHY 20866 K’.

NODY 20867

25.11.1991 Reclassified from wagon ‘NODY 20867 L’ to ’ wagon ‘NCOF 20867 N’.

NODY 20868

29.04.1994 Reclassified from wagon ‘NODY 20868 U’ to ’ wagon ‘RKHY 20868 F’.

NODY 20869

10.08.1988 Reclassified from wagon ‘NODY 20869 G’ to ’ wagon ‘NCCY 20869 C’.

NODY 20870

Details: wagon ‘NODY 20870 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
05.05.1992 Repair ‘HANDRAILS’.
17.10.1992 Repair ‘SIDE STEP’.
01.03.1993 Repair ‘SIDE STEP’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NODY 20871

Details: wagon ‘NODY 20871 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

22.02.1991 Repair ‘HANDRAILS’.

NODY 20872

26.06.1990 Repair ‘SIDE STEP’.
30.06.1990 Repair ‘SIDE STEP’.
06.10.1994 Reclassified from wagon ‘NODY 20872 U’ to ’ wagon ‘RCQF 20872 J’.

NODY 20873

11.11.1987 Reclassified from wagon ‘NODY 20873 G’ to ’ wagon ‘NOJY 20873 B’.

NODY 20874

11.11.1987 Reclassified from wagon ‘NODY 20874 P’ to ’ wagon ‘NOJY 20874 K’.

NODY 20875

Details: wagon ‘NODY 20875 B’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

01.08.1992 Repair ‘HANDRAILS’.
14.08.1992 Repair ‘HANDRAILS’.
14.08.1992 Repair ‘SIDE STEP’.
02.01.1993 Repair ‘HANDRAILS’.
12.02.1993 Repair ‘HANDRAILS’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘WHEEL SET’.

NODY 20876

04.05.1988 Reclassified from wagon ‘NODY 20876 K’ to ’ wagon ‘NKHY 20876 Y’.

NODY 20878

25.02.1991 Reclassified from wagon ‘NODY 20878 F’ to ’ wagon ‘NCQX 20878 Q’.

NODY 20879

Details: wagon ‘NODY 20879 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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08.01.1990 Repair ‘VEHICLE COMPLETE’.
14.09.1992 Repair ‘SIDE STEP’.

NODY 20881

Details: wagon ‘NODY 20881 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

14.03.1991 Repair ‘SIDE STEP’.
27.03.1991 Repair ‘SIDE STEP’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20882

04.05.1988 Reclassified from wagon ‘NODY 20882 F’ to ’ wagon ‘NKHY 20882 J’.

NODY 20883

Details: wagon ‘NODY 20883 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Repair ‘BRAKE PULL ROD’.
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18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE PULL ROD’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
22.05.1993 Repair ‘SIDE STEP’.

NODY 20884

Details: wagon ‘NODY 20884 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE SIDEFRAME’.
18.12.1990 Repair ‘END BRAKE COCK’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘STEP’.
18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Repair ‘SIDE STEP’.
12.09.1992 Repair ‘SIDE STEP’.
12.09.1992 Repair ‘SIDE STEP’.

NODY 20885

21.12.1990 Reclassified from wagon ‘NODY 20885 J’ to ’ wagon ‘NKHY 20885 N’.

NODY 20886

Details: wagon ‘NODY 20886 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.04.1993 Repair ‘SIDE STEP’.

NODY 20887

29.10.1991 Reclassified from wagon ‘NODY 20887 E’ to ’ wagon ‘NCOF 20887 G’.

NODY 20889

Details: wagon ‘NODY 20889 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

27.03.1991 Repair ‘HANDRAILS’.

NODY 20890

04.05.1988 Reclassified from wagon ‘NODY 20890 S’ to ’ wagon ‘NKHY 20890 W’.

NODY 20892

30.12.1987 Reclassified from wagon ‘NODY 20892 N’ to ’ wagon ‘NKHY 20892 R’.

NODY 20895

Details: wagon ‘NODY 20895 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘DOOR LOCK MECHANISM’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BRAKE PULL ROD’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1992 Repair ‘WHEEL SET’.
29.10.1993 Repair ‘HANDRAILS’.
14.12.1993 Repair ‘SIDE STEP’.

NODY 20896

Details: wagon ‘NODY 20896 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20897

Details: wagon ‘NODY 20897 M’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20898

31.08.1994 Reclassified from wagon ‘NODY 20898 V’ to ’ wagon ‘RKHY 20898 G’.

NODY 20899

Details: wagon ‘NODY 20899 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

06.02.1993 Repair ‘SIDE STEP’.
10.02.1993 Repair ‘SIDE STEP’.

NODY 20900

Details: wagon ‘NODY 20900 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20901

Details: wagon ‘NODY 20901 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

01.09.1993 Repair ‘DOOR COMPLETE’.

NODY 20902

23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘DOOR COMPLETE’.
23.01.1991 Repair ‘END HOSE’.
23.01.1991 Repair ‘TRAIN PIPE (END)’.
26.09.1991 Reclassified from wagon ‘NODY 20902 R’ to ’ wagon ‘NCOF 20902 T’.

NODY 20903

Details: wagon ‘NODY 20903 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSOZ

Capacity of 54 tonnes

08.06.1991 Repair ‘SIDE STEP’.
09.10.1992 Repair ‘SIDE STEP’.

NODY 20904

Details: wagon ‘NODY 20904 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.10.1991 Repair ‘HANDRAILS’.
03.02.1992 Repair ‘HANDRAILS’.

NODY 20905

13.08.1987 Reclassified from wagon ‘NODY 20905 V’ to ’ wagon ‘NCTY 85111 V’.

NODY 20906

Details: wagon ‘NODY 20906 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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09.10.1992 Repair ‘SIDE STEP’.
17.08.1993 Repair ‘END BRAKE COCK’.

NODY 20907

30.04.1990 Reclassified from wagon ‘NODY 20907 Q’ to ’ wagon ‘NKDY 20907 X’.

NODY 20908

10.08.1988 Reclassified from wagon ‘NODY 20908 C’ to ’ wagon ‘NCCY 20908 V’.

NODY 20909

Details: wagon ‘NODY 20909 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20910

Details: wagon ‘NODY 20910 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

12.09.1992 Repair ‘SIDE STEP’.
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NODY 20911

Details: wagon ‘NODY 20911 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

22.05.1993 Repair ‘SIDE STEP’.

NODY 20912

Details: wagon ‘NODY 20912 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20913

05.04.1990 Repair ‘SIDE STEP’.
31.10.1991 Reclassified from wagon ‘NODY 20913 L’ to ’ wagon ‘NCOF 20913 N’.

NODY 20915

26.07.1994 Reclassified from wagon ‘NODY 20915 G’ to ’ wagon ‘RKHY 20915 Y’.
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NODY 20916

Details: wagon ‘NODY 20916 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

28.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1990 Repair ‘BRAKE LEVER’.
17.03.1991 Repair ‘HANDRAILS’.
17.03.1991 Repair ‘SIDE STEP’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
06.04.1991 Repair ‘END HOSE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1991 Repair ‘BRAKE LEVER’.
19.04.1991 Repair ‘BRAKE PIN’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20917

19.12.1995 Reclassified from wagon ‘NODY 20917 B’ to ’ wagon ‘RKHF 20917 C’.

NODY 20918

10.08.1988 Reclassified from wagon ‘NODY 20918 K’ to ’ wagon ‘NCCY 20918 G’.

NODY 20919

18.01.1991 Repair ‘HANDRAILS’.
26.09.1991 Reclassified from wagon ‘NODY 20919 T’ to ’ wagon ‘NCOF 20919 V’.
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NODY 20920

14.04.1990 Reclassified from wagon ‘NODY 20920 P’ to ’ wagon ‘NCMY 20920 S’.

NODY 20921

Details: wagon ‘NODY 20921 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

20.12.1993 Repair ‘SIDE STEP’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20923

19.07.1989 Reclassified from wagon ‘NODY 20923 T’ to ’ wagon ‘NKHY 20923 A’.

NODY 20924

11.11.1987 Reclassified from wagon ‘NODY 20924 F’ to ’ wagon ‘NOJY 20924 A’.

NODY 20925

30.12.1987 Reclassified from wagon ‘NODY 20925 Y’ to ’ wagon ‘NKHY 20925 S’.

NODY 20926

Details: wagon ‘NODY 20926 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

11.03.1993 Repair ‘SIDE STEP’.
29.03.1993 Repair ‘SIDE STEP’.

NODY 20927

Details: wagon ‘NODY 20927 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20928

Details: wagon ‘NODY 20928 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘WHEEL SET’.
12.04.1991 Repair ‘WHEEL SET’.
12.02.1993 Repair ‘HANDRAILS’.
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NODY 20929

30.12.1987 Reclassified from wagon ‘NODY 20929 E’ to ’ wagon ‘NKHY 20929 X’.

NODY 20930

02.11.1990 Reclassified from wagon ‘NODY 20930 A’ to ’ wagon ‘NKDY 20930 P’.

NODY 20931

Details: wagon ‘NODY 20931 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

23.12.1993 Repair ‘HANDRAILS’.

NODY 20932

26.09.1991 Reclassified from wagon ‘NODY 20932 S’ to ’ wagon ‘NCOF 20932 U’.

NODY 20933

Details: wagon ‘NODY 20933 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

30.09.1990 Repair ‘BRAKE PULL ROD’.
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NODY 20934

25.09.1990 Reclassified from wagon ‘NODY 20934 N’ to ’ wagon ‘NKHY 20934 R’.

NODY 20936

14.09.1994 Reclassified from wagon ‘NODY 20936 X’ to ’ wagon ‘RKHY 20936 Q’.

NODY 20937

10.08.1988 Reclassified from wagon ‘NODY 20937 R’ to ’ wagon ‘NCCY 20937 N’.

NODY 20938

13.08.1987 Reclassified from wagon ‘NODY 20938 D’ to ’ wagon ‘NCTY 85102 W’.

NODY 20939

11.11.1987 Reclassified from wagon ‘NODY 20939 M’ to ’ wagon ‘NOJY 20939 H’.

NODY 20940

Details: wagon ‘NODY 20940 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20941

11.11.1987 Reclassified from wagon ‘NODY 20941 R’ to ’ wagon ‘NOJY 20941 M’.

NODY 20942

Details: wagon ‘NODY 20942 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

22.05.1992 Repair ‘SIDE STEP’.

NODY 20943

Details: wagon ‘NODY 20943 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

03.08.1992 Repair ‘SIDE STEP’.
02.12.1993 Repair ‘HANDRAILS’.
02.12.1993 Repair ‘SIDE STEP’.

NODY 20945

11.11.1987 Reclassified from wagon ‘NODY 20945 H’ to ’ wagon ‘NOJY 20945 C’.

NODY 20946

Details: wagon ‘NODY 20946 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20948

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

NODY 20949

Details: wagon ‘NODY 20949 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

18.11.1991 Repair ‘SIDE STEP’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20950

Details: wagon ‘NODY 20950 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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21.10.1989 Repair ‘HANDRAILS’.
07.08.1992 Repair ‘SIDE STEP’.
04.09.1992 Repair ‘SIDE STEP’.
12.06.1993 Repair ‘HANDRAILS’.

NODY 20951

Details: wagon ‘NODY 20951 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20952

Details: wagon ‘NODY 20952 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

30.10.1992 Repair ‘HANDRAILS’.
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘DOOR LOCK MECHANISM’.
15.04.1993 Repair ‘SIDE STEP’.

NODY 20953

13.05.1988 Reclassified from wagon ‘NODY 20953 U’ to ’ wagon ‘NCCY 85152 L’.
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NODY 20954

29.12.1989 Repair ‘SIDE STEP’.
09.08.1994 Reclassified from wagon ‘NODY 20954 G’ to ’ wagon ‘RKHY 20954 Y’.

NODY 20955

Details: wagon ‘NODY 20955 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

23.02.1991 Repair ‘SIDE STEP’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘HANDRAILS’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
29.03.1993 Repair ‘SIDE STEP’.
06.05.1993 Repair ‘SIDE STEP’.

NODY 20957

Details: wagon ‘NODY 20957 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

09.01.1993 Repair ‘DOOR LOCK MECHANISM’.
25.01.1993 Repair ‘BOGIE SIDEFRAME’.
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NODY 20958

Details: wagon ‘NODY 20958 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

25.02.1991 Repair ‘SIDE STEP’.
19.11.1993 Repair ‘SIDE STEP’.

NODY 20959

14.09.1994 Reclassified from wagon ‘NODY 20959 F’ to ’ wagon ‘RKHY 20959 N’.

NODY 20960

11.11.1987 Reclassified from wagon ‘NODY 20960 B’ to ’ wagon ‘NOJY 20960 T’.

NODY 20961

Details: wagon ‘NODY 20961 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 54 tonnes

10.08.1988 Reclassified from wagon ‘NODY 20961 K’ to ’ wagon ‘NCCY 85161 K’.
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NODY 20962

10.11.1987 Reclassified from wagon ‘NODY 20962 T’ to ’ wagon ‘NOJY 20962 Y’.

NODY 20963

Details: wagon ‘NODY 20963 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20964

Details: wagon ‘NODY 20964 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

12.07.1993 Repair ‘HANDRAILS’.

NODY 20965

Details: wagon ‘NODY 20965 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘HANDRAILS END’.
20.04.1990 Repair ‘SIDE STEP’.

NODY 20966

Details: wagon ‘NODY 20966 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

02.06.1990 Repair ‘SIDE STEP’.
16.11.1992 Repair ‘HANDRAILS’.

NODY 20969

Details: wagon ‘NODY 20969 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

08.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1991 Repair ‘LADDER’.
07.10.1993 Repair ‘SIDE STEP’.

NODY 20970

13.11.1989 Repair ‘SIDE STEP’.
27.11.1995 Reclassified from wagon ‘NODY 20970 J’ to ’ wagon ‘RKHF 20970 K’.

NODY 20972

09.09.1987 Reclassified from wagon ‘NODY 20972 E’ to ’ wagon ‘NCTY 85119 B’.

NODY 20973

30.12.1987 Reclassified from wagon ‘NODY 20973 N’ to ’ wagon ‘NKHY 20973 R’.

NODY 20974

11.06.1991 Reclassified from wagon ‘NODY 20974 W’ to ’ wagon ‘NCQX 20974 K’.

NODY 20975

10.11.1987 Reclassified from wagon ‘NODY 20975 X’ to ’ wagon ‘NOJY 20975 D’.

NODY 20976

Details: wagon ‘NODY 20976 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes
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02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘END BRAKE COCK’.
02.08.1990 Repair ‘HANDRAILS’.
23.03.1992 Repair ‘HANDRAILS’.
31.12.1992 Repair ‘HANDRAILS’.
04.01.1993 Repair ‘HANDRAILS’.

NODY 20977

29.04.1994 Reclassified from wagon ‘NODY 20977 D’ to ’ wagon ‘RKHY 20977 L’.

NODY 20978

11.11.1987 Reclassified from wagon ‘NODY 20978 M’ to ’ wagon ‘NOJY 20978 H’.

NODY 20979

Details: wagon ‘NODY 20979 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.10.1990 Repair ‘DOOR OPENING MECHANISM’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1994 Repair ‘HANDRAILS’.

NODY 20980

Details: wagon ‘NODY 20980 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20981

Details: wagon ‘NODY 20981 D’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRANCH PIPE’.
16.12.1992 Repair ‘SIDE STEP’.
12.04.1993 Repair ‘SIDE STEP’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20982

27.07.1991 Reclassified from wagon ‘NODY 20982 M’ to ’ wagon ‘NCQX 20982 A’.

NODY 20983

Details: wagon ‘NODY 20983 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

21.07.1990 Repair ‘STEP’.
17.11.1990 Repair ‘SIDE STEP’.
08.10.1993 Repair ‘HANDRAILS’.

NODY 20984

Details: wagon ‘NODY 20984 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE PULL ROD’.
01.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1990 Repair ‘HANDRAILS END’.
01.02.1990 Repair ‘SIDE STEP’.
01.02.1990 Repair ‘TRAIN PIPE (END)’.

NODY 20986

Details: wagon ‘NODY 20986 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.472. Wagon classification starting with ‘NOD’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

10.04.1991 Repair ‘SIDE STEP’.

NODY 20987

04.05.1988 Reclassified from wagon ‘NODY 20987 L’ to ’ wagon ‘NKHY 20987 P’.

NODY 20988

04.05.1988 Reclassified from wagon ‘NODY 20988 U’ to ’ wagon ‘NKHY 20988 B’.

NODY 20989

Details: wagon ‘NODY 20989 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

14.02.1991 Repair ‘SIDE STEP’.
01.09.1993 Repair ‘DOOR COMPLETE’.
20.03.1994 Repair ‘VEHICLE COMPLETE’.

NODY 20990

Details: wagon ‘NODY 20990 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

12.04.1992 Repair ‘SIDE STEP’.
31.03.1993 Repair ‘SIDE STEP’.

NODY 20991

Details: wagon ‘NODY 20991 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

28.08.1991 Repair ‘STEP’.
28.02.1992 Repair ‘DISCHARGE DOOR’.

NODY 20992

Details: wagon ‘NODY 20992 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.472. Wagon classification starting with ‘NOD’

BSG Code: NSOZ

Capacity of 54 tonnes

01.06.1991 Repair ‘HANDRAILS’.
21.11.1991 Repair ‘SIDE STEP’.

NODY 20993

11.06.1991 Reclassified from wagon ‘NODY 20993 G’ to ’ wagon ‘NCQX 20993 R’.

NODY 20994

24.04.1991 Reclassified from wagon ‘NODY 20994 P’ to ’ wagon ‘NCQX 20994 D’.

NODY 20995

13.05.1988 Reclassified from wagon ‘NODY 20995 B’ to ’ wagon ‘NCCY 85154 G’.

NODY 20996

Details: wagon ‘NODY 20996 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

NODY 20998

Details: wagon ‘NODY 20998 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

10.01.1991 Repair ‘TRAIN PIPE (END)’.
01.03.1991 Repair ‘BOGIE ADAPTER’.
08.04.1991 Repair ‘SIDE STEP’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.

NODY 20999

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘STEP’.
30.04.1990 Reclassified from wagon ‘NODY 20999 Y’ to ’ wagon ‘NKDY 20999 G’.

NODY 21000

Details: wagon ‘NODY 21000 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

23.12.1992 Repair ‘SIDE STEP’.
16.01.1993 Repair ‘SIDE STEP’.

2.473 Wagon classification starting with ‘NOE’

NOEF 4511

02.12.1991 Reclassified from wagon ‘NOEF 4511 V’ to ’ wagon ‘NOHF 4511 H’.
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2.473. Wagon classification starting with ‘NOE’

NOEF 31802

13.04.1990 Reclassified from wagon ‘NOEF 31802 R’ to ’ wagon ‘NCPF 31802 D’.

NOEF 31803

24.05.1994 Reclassified from wagon ‘NOEF 31803 D’ to ’ wagon ‘RCGX 31803 P’.

NOEF 31804

23.05.1994 Reclassified from wagon ‘NOEF 31804 M’ to ’ wagon ‘RCGX 31804 B’.

NOEF 31805

13.04.1990 Reclassified from wagon ‘NOEF 31805 V’ to ’ wagon ‘NCPF 31805 H’.

NOEF 31807

Details: wagon ‘NOEF 31807 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31810

15.03.1990 Reclassified from wagon ‘NOEF 31810 H’ to ’ wagon ‘NCGX 31810 P’.

NOEF 31811

Details: wagon ‘NOEF 31811 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31814

Details: wagon ‘NOEF 31814 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31815

Details: wagon ‘NOEF 31815 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

9816



2.473. Wagon classification starting with ‘NOE’

NOEF 31816

Details: wagon ‘NOEF 31816 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31818

Details: wagon ‘NOEF 31818 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31819

Details: wagon ‘NOEF 31819 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31820

13.04.1990 Reclassified from wagon ‘NOEF 31820 P’ to ’ wagon ‘NCPF 31820 B’.

NOEF 31821

Details: wagon ‘NOEF 31821 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31822

Details: wagon ‘NOEF 31822 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.473. Wagon classification starting with ‘NOE’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31823

13.04.1990 Reclassified from wagon ‘NOEF 31823 T’ to ’ wagon ‘NCPF 31823 F’.

NOEF 31824

Details: wagon ‘NOEF 31824 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31828

Details: wagon ‘NOEF 31828 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOEF 31829

Details: wagon ‘NOEF 31829 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31830

Details: wagon ‘NOEF 31830 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31831

22.05.1994 Reclassified from wagon ‘NOEF 31831 J’ to ’ wagon ‘RCPF 31831 W’.

NOEF 31832

13.04.1990 Reclassified from wagon ‘NOEF 31832 S’ to ’ wagon ‘NCPF 31832 E’.
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2.473. Wagon classification starting with ‘NOE’

NOEF 31833

23.12.1993 Reclassified from wagon ‘NOEF 31833 E’ to ’ wagon ‘NCGX 31833 M’.

NOEF 31834

Details: wagon ‘NOEF 31834 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31835

Details: wagon ‘NOEF 31835 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31838

22.05.1994 Reclassified from wagon ‘NOEF 31838 D’ to ’ wagon ‘RCPF 31838 Q’.
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NOEF 31839

Details: wagon ‘NOEF 31839 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31840

Details: wagon ‘NOEF 31840 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31841

Details: wagon ‘NOEF 31841 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31842

13.04.1990 Reclassified from wagon ‘NOEF 31842 D’ to ’ wagon ‘NCPF 31842 M’.

NOEF 31845

26.06.1989 Reclassified from wagon ‘NOEF 31845 H’ to ’ wagon ‘NCGX 31845 P’.

NOEF 31848

31.05.1994 Reclassified from wagon ‘NOEF 31848 L’ to ’ wagon ‘RCGX 31848 A’.

NOEF 31850

Details: wagon ‘NOEF 31850 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31851

Details: wagon ‘NOEF 31851 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31852

Details: wagon ‘NOEF 31852 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31853

05.06.1992 Reclassified from wagon ‘NOEF 31853 U’ to ’ wagon ‘NCGX 31853 F’.

NOEF 31854

Details: wagon ‘NOEF 31854 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31857

13.04.1990 Reclassified from wagon ‘NOEF 31857 K’ to ’ wagon ‘NCPF 31857 T’.

NOEF 31858

26.06.1989 Reclassified from wagon ‘NOEF 31858 T’ to ’ wagon ‘NCGX 31858 E’.

NOEF 31859

Details: wagon ‘NOEF 31859 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31862

31.05.1994 Reclassified from wagon ‘NOEF 31862 T’ to ’ wagon ‘RCGX 31862 X’.

NOEF 31863

26.06.1989 Reclassified from wagon ‘NOEF 31863 F’ to ’ wagon ‘NCGX 31863 N’.

NOEF 31865

13.04.1990 Reclassified from wagon ‘NOEF 31865 A’ to ’ wagon ‘NCPF 31865 J’.
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NOEF 31869

31.05.1994 Reclassified from wagon ‘NOEF 31869 N’ to ’ wagon ‘RCGX 31869 C’.

NOEF 31870

Details: wagon ‘NOEF 31870 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31871

Details: wagon ‘NOEF 31871 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31872

Details: wagon ‘NOEF 31872 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31873

26.06.1989 Reclassified from wagon ‘NOEF 31873 N’ to ’ wagon ‘NCGX 31873 V’.

NOEF 31877

Details: wagon ‘NOEF 31877 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31878

Details: wagon ‘NOEF 31878 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31879

26.06.1989 Reclassified from wagon ‘NOEF 31879 V’ to ’ wagon ‘NCGX 31879 G’.

NOEF 31881

Details: wagon ‘NOEF 31881 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOEF 31882

11.04.1991 Reclassified from wagon ‘NOEF 31882 M’ to ’ wagon ‘NCPF 31882 V’.

NOEF 31883

24.10.1990 Reclassified from wagon ‘NOEF 31883 V’ to ’ wagon ‘NCPF 31883 H’.

2.474 Wagon classification starting with ‘NOF’

NOFF 70000

Details: wagon ‘NOFF 70000 G’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70001

Details: wagon ‘NOFF 70001 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70002

Details: wagon ‘NOFF 70002 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70004

Details: wagon ‘NOFF 70004 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70005

Details: wagon ‘NOFF 70005 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOFF 70006

Details: wagon ‘NOFF 70006 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70007

Details: wagon ‘NOFF 70007 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70008

Details: wagon ‘NOFF 70008 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70009

Details: wagon ‘NOFF 70009 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70010

Details: wagon ‘NOFF 70010 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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2.474. Wagon classification starting with ‘NOF’

Capacity of 56 tonnes

NOFF 70011

Details: wagon ‘NOFF 70011 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70012

Details: wagon ‘NOFF 70012 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70013

Details: wagon ‘NOFF 70013 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70014

Details: wagon ‘NOFF 70014 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70015

Details: wagon ‘NOFF 70015 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70016

Details: wagon ‘NOFF 70016 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70017

Details: wagon ‘NOFF 70017 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

9835



2. TIMS GROUP INFORMATION - WAGONS

NOFF 70018

Details: wagon ‘NOFF 70018 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70019

Details: wagon ‘NOFF 70019 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70020

Details: wagon ‘NOFF 70020 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70021

Details: wagon ‘NOFF 70021 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70022

Details: wagon ‘NOFF 70022 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOFF 70023

Details: wagon ‘NOFF 70023 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70024

Details: wagon ‘NOFF 70024 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70025

Details: wagon ‘NOFF 70025 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70026

Details: wagon ‘NOFF 70026 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70027

Details: wagon ‘NOFF 70027 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70028

Details: wagon ‘NOFF 70028 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70029

Details: wagon ‘NOFF 70029 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOFF 70030

Details: wagon ‘NOFF 70030 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70031

Details: wagon ‘NOFF 70031 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70032

Details: wagon ‘NOFF 70032 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70033

Details: wagon ‘NOFF 70033 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70034

Details: wagon ‘NOFF 70034 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOFF 70035

Details: wagon ‘NOFF 70035 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70036

Details: wagon ‘NOFF 70036 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70037

Details: wagon ‘NOFF 70037 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70038

Details: wagon ‘NOFF 70038 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOFF 70039

Details: wagon ‘NOFF 70039 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.475. Wagon classification starting with ‘NOG’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

2.475 Wagon classification starting with ‘NOG’

NOGF 152

03.01.1993 Reclassified from wagon ‘NOGF 152 Q’ to ’ wagon ‘NDCH 2545 D’.

NOGF 159

Details: wagon ‘NOGF 159 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 51 tonnes

NOGF 323

Details: wagon ‘NOGF 323 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

9845



2. TIMS GROUP INFORMATION - WAGONS

NOGF 334

Details: wagon ‘NOGF 334 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 479

14.02.1991 Reclassified from wagon ‘NOGF 479 B’ to ’ wagon ‘NOHF 479 E’.

NOGF 491

24.05.1991 Reclassified from wagon ‘NOGF 491 Y’ to ’ wagon ‘NOHF 491 R’.

NOGF 534

Details: wagon ‘NOGF 534 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOGF 596

Details: wagon ‘NOGF 596 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 641

14.02.1991 Reclassified from wagon ‘NOGF 641 L’ to ’ wagon ‘NOHF 641 Y’.

NOGF 1019

Details: wagon ‘NOGF 1019 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 1030

07.10.1990 Reclassified from wagon ‘NOGF 1030 E’ to ’ wagon ‘NOHF 1030 H’.
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NOGF 1047

Details: wagon ‘NOGF 1047 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 1103

Details: wagon ‘NOGF 1103 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 51 tonnes

NOGF 1152

23.03.1993 Reclassified from wagon ‘NOGF 1152 W’ to ’ wagon ‘NDCH 2905 W’.

NOGF 1217

03.01.1993 Reclassified from wagon ‘NOGF 1217 T’ to ’ wagon ‘NDCH 2769 A’.

NOGF 1388

14.02.1991 Reclassified from wagon ‘NOGF 1388 W’ to ’ wagon ‘NOHF 1388 C’.
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NOGF 1707

Details: wagon ‘NOGF 1707 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 1763

Details: wagon ‘NOGF 1763 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 1957

Details: wagon ‘NOGF 1957 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 1987

06.03.1992 Reclassified from wagon ‘NOGF 1987 J’ to ’ wagon ‘NOHF 1987 M’.

NOGF 2382

07.10.1990 Reclassified from wagon ‘NOGF 2382 U’ to ’ wagon ‘NOHF 2382 A’.

NOGF 2390

03.01.1993 Reclassified from wagon ‘NOGF 2390 K’ to ’ wagon ‘NDCH 2505 R’.

NOGF 2407

03.01.1993 Reclassified from wagon ‘NOGF 2407 X’ to ’ wagon ‘NDCH 2506 D’.

NOGF 2440

03.01.1993 Reclassified from wagon ‘NOGF 2440 A’ to ’ wagon ‘NDCH 2507 M’.

NOGF 2573

Details: wagon ‘NOGF 2573 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOGF 2958

14.02.1991 Reclassified from wagon ‘NOGF 2958 A’ to ’ wagon ‘NOHF 2958 D’.

NOGF 3119

03.01.1993 Reclassified from wagon ‘NOGF 3119 T’ to ’ wagon ‘NDCH 2508 V’.

NOGF 3382

08.08.1991 Reclassified from wagon ‘NOGF 3382 D’ to ’ wagon ‘NOHF 3382 G’.

NOGF 3407

Details: wagon ‘NOGF 3407 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 3506

Details: wagon ‘NOGF 3506 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOGF 3566

Details: wagon ‘NOGF 3566 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 3620

03.01.1993 Reclassified from wagon ‘NOGF 3620 E’ to ’ wagon ‘NDCH 2512 V’.

NOGF 3932

Details: wagon ‘NOGF 3932 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOGF 3998

Details: wagon ‘NOGF 3998 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 4022

Details: wagon ‘NOGF 4022 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 4203

Details: wagon ‘NOGF 4203 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 4316

18.03.1991 Reclassified from wagon ‘NOGF 4316 M’ to ’ wagon ‘NOHF 4316 P’.

NOGF 4923

Details: wagon ‘NOGF 4923 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 4956

Details: wagon ‘NOGF 4956 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 5128

Details: wagon ‘NOGF 5128 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 5144

14.02.1991 Reclassified from wagon ‘NOGF 5144 K’ to ’ wagon ‘NOHF 5144 N’.

NOGF 5156

Details: wagon ‘NOGF 5156 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ
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NOGF 5180

Details: wagon ‘NOGF 5180 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 5188

07.10.1990 Reclassified from wagon ‘NOGF 5188 J’ to ’ wagon ‘NOHF 5188 M’.

NOGF 5231

Details: wagon ‘NOGF 5231 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

NOGF 5239

14.02.1991 Reclassified from wagon ‘NOGF 5239 X’ to ’ wagon ‘NOHF 5239 L’.

NOGF 5299

03.01.1993 Reclassified from wagon ‘NOGF 5299 K’ to ’ wagon ‘NDCH 2516 L’.
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NOGF 5388

Details: wagon ‘NOGF 5388 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 5398

Details: wagon ‘NOGF 5398 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 5559

14.02.1991 Reclassified from wagon ‘NOGF 5559 W’ to ’ wagon ‘NOHF 5559 C’.

NOGF 5657

14.02.1991 Reclassified from wagon ‘NOGF 5657 L’ to ’ wagon ‘NOHF 5657 Y’.
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NOGF 5693

Details: wagon ‘NOGF 5693 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 5729

14.02.1991 Reclassified from wagon ‘NOGF 5729 M’ to ’ wagon ‘NOHF 5729 P’.

NOGF 5849

Details: wagon ‘NOGF 5849 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

NOGF 5936

14.02.1991 Reclassified from wagon ‘NOGF 5936 H’ to ’ wagon ‘NOHF 5936 K’.

NOGF 5964

14.02.1991 Reclassified from wagon ‘NOGF 5964 N’ to ’ wagon ‘NOHF 5964 Q’.
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NOGF 6054

Details: wagon ‘NOGF 6054 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 6061

03.01.1993 Reclassified from wagon ‘NOGF 6061 V’ to ’ wagon ‘NDCH 2518 G’.

NOGF 6129

Details: wagon ‘NOGF 6129 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 7235

Details: wagon ‘NOGF 7235 H’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

NOGF 7818

03.01.1993 Reclassified from wagon ‘NOGF 7818 Y’ to ’ wagon ‘NDCH 2520 L’.

NOGF 7856

Details: wagon ‘NOGF 7856 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 7927

14.02.1991 Reclassified from wagon ‘NOGF 7927 U’ to ’ wagon ‘NOHF 7927 A’.

NOGF 8051

14.02.1991 Reclassified from wagon ‘NOGF 8051 C’ to ’ wagon ‘NOHF 8051 F’.

NOGF 8135

14.02.1991 Reclassified from wagon ‘NOGF 8135 G’ to ’ wagon ‘NOHF 8135 J’.

NOGF 8178

14.02.1991 Reclassified from wagon ‘NOGF 8178 T’ to ’ wagon ‘NOHF 8178 W’.
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NOGF 8611

06.03.1992 Reclassified from wagon ‘NOGF 8611 M’ to ’ wagon ‘NOHF 8611 P’.

NOGF 8737

Details: wagon ‘NOGF 8737 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 8891

03.01.1993 Reclassified from wagon ‘NOGF 8891 V’ to ’ wagon ‘NDCH 2523 P’.

NOGF 9195

Details: wagon ‘NOGF 9195 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

NOGF 9749

Details: wagon ‘NOGF 9749 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 9777

14.02.1991 Reclassified from wagon ‘NOGF 9777 M’ to ’ wagon ‘NOHF 9777 P’.

NOGF 9782

Details: wagon ‘NOGF 9782 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 9783

Details: wagon ‘NOGF 9783 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGF 9836

Details: wagon ‘NOGF 9836 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOGX 413

Details: wagon ‘NOGX 413 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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NOGX 429

Details: wagon ‘NOGX 429 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

NOGX 1080

Details: wagon ‘NOGX 1080 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 56 tonnes

NOGX 1938

Details: wagon ‘NOGX 1938 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXOZ

NOGX 2360

Details: wagon ‘NOGX 2360 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

NOGX 3005

03.01.1993 Reclassified from wagon ‘NOGX 3005 R’ to ’ wagon ‘NDCH 2527 F’.

NOGX 3045

14.02.1991 Reclassified from wagon ‘NOGX 3045 D’ to ’ wagon ‘NOHF 3045 D’.

NOGX 3214

14.02.1991 Reclassified from wagon ‘NOGX 3214 H’ to ’ wagon ‘NOHF 3214 H’.

NOGX 3270

03.01.1993 Reclassified from wagon ‘NOGX 3270 T’ to ’ wagon ‘NDCH 2535 S’.

NOGX 3287

Details: wagon ‘NOGX 3287 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 56 tonnes

NOGX 4571

14.02.1991 Reclassified from wagon ‘NOGX 4571 J’ to ’ wagon ‘NOHF 4571 J’.

NOGX 4829

Details: wagon ‘NOGX 4829 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

NOGX 5109

Details: wagon ‘NOGX 5109 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 56 tonnes

NOGX 5152

14.02.1991 Reclassified from wagon ‘NOGX 5152 D’ to ’ wagon ‘NOHF 5152 D’.
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NOGX 5154

Details: wagon ‘NOGX 5154 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

NOGX 5330

Details: wagon ‘NOGX 5330 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

NOGX 5381

Details: wagon ‘NOGX 5381 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ
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Capacity of 56 tonnes

NOGX 5514

03.01.1993 Reclassified from wagon ‘NOGX 5514 R’ to ’ wagon ‘NDCH 2543 X’.

NOGX 5596

14.02.1991 Reclassified from wagon ‘NOGX 5596 H’ to ’ wagon ‘NOHF 5596 H’.

NOGX 7242

Details: wagon ‘NOGX 7242 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 56 tonnes

NOGX 7446

Details: wagon ‘NOGX 7446 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ
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NOGX 7544

Details: wagon ‘NOGX 7544 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXOZ

NOGX 8423

03.01.1993 Reclassified from wagon ‘NOGX 8423 E’ to ’ wagon ‘NDCH 2753 H’.

NOGX 8471

Details: wagon ‘NOGX 8471 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 56 tonnes

NOGX 8510

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1993 Reclassified from wagon ‘NOGX 8510 W’ to ’ wagon ‘NDCH 2530 T’.
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NOGX 8525

Details: wagon ‘NOGX 8525 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXOZ

Capacity of 56 tonnes

NOGX 9759

11.02.1992 Reclassified from wagon ‘NOGX 9759 R’ to ’ wagon ‘NOHF 9759 R’.

2.476 Wagon classification starting with ‘NOH’

NOHF 108

Details: wagon ‘NOHF 108 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 136

Details: wagon ‘NOHF 136 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 327

Details: wagon ‘NOHF 327 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 345

Details: wagon ‘NOHF 345 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 408

Details: wagon ‘NOHF 408 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 479

Details: wagon ‘NOHF 479 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 479B
BSG Code: NSOZ
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Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 479 B’

NOHF 491

Details: wagon ‘NOHF 491 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NOGF491
BSG Code: NSOZ

Capacity of 56 tonnes

24.05.1991 Repair ‘VEHICLE RECLASSIFY’.
24.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 491 Y’

NOHF 574

Details: wagon ‘NOHF 574 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 641

Details: wagon ‘NOHF 641 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 641L
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 641 L’

NOHF 802

Details: wagon ‘NOHF 802 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 809

Details: wagon ‘NOHF 809 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 887

Details: wagon ‘NOHF 887 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 978

Details: wagon ‘NOHF 978 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 1030

07.10.1990 Repair ‘VEHICLE RECLASSIFY’.
07.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 1030 E’
03.01.1993 Reclassified from wagon ‘NOHF 1030 H’ to ’ wagon ‘NDCH 2752 V’.

NOHF 1054

Details: wagon ‘NOHF 1054 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 1388

Details: wagon ‘NOHF 1388 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NOGF 1388W
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 1388 W’

NOHF 1391

Details: wagon ‘NOHF 1391 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 1613

Details: wagon ‘NOHF 1613 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 1713

Details: wagon ‘NOHF 1713 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 1766

Details: wagon ‘NOHF 1766 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 1778

Details: wagon ‘NOHF 1778 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 1987

Details: wagon ‘NOHF 1987 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 1987 J
BSG Code: NSOZ

Capacity of 56 tonnes

06.03.1992 Repair ‘VEHICLE RECLASSIFY’.
06.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 1987 J’

NOHF 2042

Details: wagon ‘NOHF 2042 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 2069

Details: wagon ‘NOHF 2069 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 2365

Details: wagon ‘NOHF 2365 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 2382

Details: wagon ‘NOHF 2382 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF2382U
BSG Code: NSOZ

Capacity of 56 tonnes

07.10.1990 Repair ‘VEHICLE RECLASSIFY’.
07.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 2382 U’

NOHF 2550

Details: wagon ‘NOHF 2550 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 2559

Details: wagon ‘NOHF 2559 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 2717

Details: wagon ‘NOHF 2717 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 2919

Details: wagon ‘NOHF 2919 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 2958

Details: wagon ‘NOHF 2958 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 2958 A
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 2958 A’

NOHF 2959

Details: wagon ‘NOHF 2959 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 2974

Details: wagon ‘NOHF 2974 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3045

Details: wagon ‘NOHF 3045 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 3045D
BSG Code: NXOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 3045 D’

NOHF 3057

Details: wagon ‘NOHF 3057 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3183

Details: wagon ‘NOHF 3183 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3214

Details: wagon ‘NOHF 3214 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NOGX 3214H
BSG Code: NXOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 3214 H’

NOHF 3223

Details: wagon ‘NOHF 3223 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3382

Details: wagon ‘NOHF 3382 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 3382 D
BSG Code: NSOZ

Capacity of 56 tonnes
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08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 3382 D’

NOHF 3648

Details: wagon ‘NOHF 3648 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3667

Details: wagon ‘NOHF 3667 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3687

Details: wagon ‘NOHF 3687 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 3770

Details: wagon ‘NOHF 3770 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4078

Details: wagon ‘NOHF 4078 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4203

Details: wagon ‘NOHF 4203 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4275

Details: wagon ‘NOHF 4275 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 4316

Details: wagon ‘NOHF 4316 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 4316 M
BSG Code: NSOZ

Capacity of 56 tonnes

18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 4316 M’

NOHF 4406

Details: wagon ‘NOHF 4406 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4457

Details: wagon ‘NOHF 4457 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4511

Details: wagon ‘NOHF 4511 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOEF4511V
BSG Code: NSOZ

Capacity of 56 tonnes

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 4511 V’
02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 4511 V’

NOHF 4571

Details: wagon ‘NOHF 4571 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 4571J
BSG Code: NXOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 4571 J’

NOHF 4658

Details: wagon ‘NOHF 4658 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4663

Details: wagon ‘NOHF 4663 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4850

Details: wagon ‘NOHF 4850 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4859

Details: wagon ‘NOHF 4859 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 4942

Details: wagon ‘NOHF 4942 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 4965

Details: wagon ‘NOHF 4965 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5113

Details: wagon ‘NOHF 5113 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5117

Details: wagon ‘NOHF 5117 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5123

Details: wagon ‘NOHF 5123 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOHF 5138

Details: wagon ‘NOHF 5138 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5144

Details: wagon ‘NOHF 5144 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 5144 K
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5144 K’
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NOHF 5148

Details: wagon ‘NOHF 5148 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5152

Details: wagon ‘NOHF 5152 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 5152D
BSG Code: NXOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 5152 D’

NOHF 5155

Details: wagon ‘NOHF 5155 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5163

Details: wagon ‘NOHF 5163 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5179

Details: wagon ‘NOHF 5179 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5188

07.10.1990 Repair ‘VEHICLE RECLASSIFY’.
07.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5188 J’

NOHF 5195

Details: wagon ‘NOHF 5195 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5201

Details: wagon ‘NOHF 5201 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5239

Details: wagon ‘NOHF 5239 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 5239X
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5239 X’

NOHF 5241

Details: wagon ‘NOHF 5241 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 5248

Details: wagon ‘NOHF 5248 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5255

Details: wagon ‘NOHF 5255 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5374

Details: wagon ‘NOHF 5374 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5422

Details: wagon ‘NOHF 5422 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5448

Details: wagon ‘NOHF 5448 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOHF 5496

Details: wagon ‘NOHF 5496 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5559

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5559 W’

NOHF 5596

Details: wagon ‘NOHF 5596 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 5596H
BSG Code: NXOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
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14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NOGX 5596 H’

NOHF 5597

Details: wagon ‘NOHF 5597 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5633

Details: wagon ‘NOHF 5633 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5647

Details: wagon ‘NOHF 5647 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

9904



2.476. Wagon classification starting with ‘NOH’

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5657

Details: wagon ‘NOHF 5657 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 5657L
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5657 L’

NOHF 5729

Details: wagon ‘NOHF 5729 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 5729M
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5729 M’

NOHF 5860

Details: wagon ‘NOHF 5860 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 5936

Details: wagon ‘NOHF 5936 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NOGF 5936 K
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5936 H’

NOHF 5964

Details: wagon ‘NOHF 5964 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 5964 N
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 5964 N’

NOHF 5965

Details: wagon ‘NOHF 5965 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

9907



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6002

Details: wagon ‘NOHF 6002 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6189

Details: wagon ‘NOHF 6189 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 6190

Details: wagon ‘NOHF 6190 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6320

Details: wagon ‘NOHF 6320 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6396

Details: wagon ‘NOHF 6396 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6418

Details: wagon ‘NOHF 6418 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6637

Details: wagon ‘NOHF 6637 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOHF 6689

Details: wagon ‘NOHF 6689 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6832

Details: wagon ‘NOHF 6832 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6892

Details: wagon ‘NOHF 6892 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6940

Details: wagon ‘NOHF 6940 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6958

Details: wagon ‘NOHF 6958 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6964

Details: wagon ‘NOHF 6964 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 6990

Details: wagon ‘NOHF 6990 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 7104

Details: wagon ‘NOHF 7104 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 7214

Details: wagon ‘NOHF 7214 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 7583

Details: wagon ‘NOHF 7583 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 7927

Details: wagon ‘NOHF 7927 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 7927 U
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 7927 U’

NOHF 8015

Details: wagon ‘NOHF 8015 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8051

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 8051 C’

NOHF 8057

Details: wagon ‘NOHF 8057 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8135

Details: wagon ‘NOHF 8135 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 8135G
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BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 8135 G’

NOHF 8178

Details: wagon ‘NOHF 8178 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 8178 T
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 8178 T’

NOHF 8359

Details: wagon ‘NOHF 8359 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOHF 8391

Details: wagon ‘NOHF 8391 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8587

Details: wagon ‘NOHF 8587 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8611

Details: wagon ‘NOHF 8611 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

9918



2.476. Wagon classification starting with ‘NOH’

Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 8611 M
BSG Code: NSOZ

Capacity of 56 tonnes

06.03.1992 Repair ‘VEHICLE RECLASSIFY’.
06.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 8611 M’

NOHF 8627

Details: wagon ‘NOHF 8627 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8708

Details: wagon ‘NOHF 8708 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8716

Details: wagon ‘NOHF 8716 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8759

Details: wagon ‘NOHF 8759 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes
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NOHF 8776

Details: wagon ‘NOHF 8776 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 8948

Details: wagon ‘NOHF 8948 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9046

Details: wagon ‘NOHF 9046 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9250

Details: wagon ‘NOHF 9250 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9758

Details: wagon ‘NOHF 9758 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ
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Capacity of 56 tonnes

NOHF 9759

Details: wagon ‘NOHF 9759 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGX 9759 R
BSG Code: NXOZ

Capacity of 55 tonnes

11.02.1992 Repair ‘VEHICLE RECLASSIFY’.
11.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGX 9759 R’

NOHF 9777

Details: wagon ‘NOHF 9777 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOGF 9777 P
BSG Code: NSOZ

Capacity of 56 tonnes

14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NOGF 9777 M’

9923



2. TIMS GROUP INFORMATION - WAGONS

NOHF 9787

Details: wagon ‘NOHF 9787 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9793

Details: wagon ‘NOHF 9793 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9799

Details: wagon ‘NOHF 9799 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9805

Details: wagon ‘NOHF 9805 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9818

Details: wagon ‘NOHF 9818 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

9925



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NOHF 9821

Details: wagon ‘NOHF 9821 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOHF 9839

Details: wagon ‘NOHF 9839 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

2.477 Wagon classification starting with ‘NOJ’

NOJY 20203

06.10.1992 Reclassified from wagon ‘NOJY 20203 S’ to ’ wagon ‘NKJY 20203 K’.
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NOJY 20205

29.09.1992 Reclassified from wagon ‘NOJY 20205 N’ to ’ wagon ‘NKJY 20205 F’.

NOJY 20206

10.04.1989 Reclassified from wagon ‘NOJY 20206 W’ to ’ wagon ‘NKJY 20206 Y’.

NOJY 20209

18.04.1991 Reclassified from wagon ‘NOJY 20209 D’ to ’ wagon ‘NKJY 20209 S’.

NOJY 20228

12.04.1989 Reclassified from wagon ‘NOJY 20228 K’ to ’ wagon ‘NKJY 20228 C’.

NOJY 20234

25.06.1991 Reclassified from wagon ‘NOJY 20234 F’ to ’ wagon ‘NKJY 20234 U’.

NOJY 20236

07.10.1992 Reclassified from wagon ‘NOJY 20236 A’ to ’ wagon ‘NKJY 20236 P’.

NOJY 20240

01.09.1992 Reclassified from wagon ‘NOJY 20240 A’ to ’ wagon ‘NKJY 20240 P’.

NOJY 20243

12.04.1989 Reclassified from wagon ‘NOJY 20243 E’ to ’ wagon ‘NKJY 20243 T’.

NOJY 20245

10.04.1989 Reclassified from wagon ‘NOJY 20245 W’ to ’ wagon ‘NKJY 20245 Y’.

NOJY 20249

22.04.1991 Reclassified from wagon ‘NOJY 20249 M’ to ’ wagon ‘NKJY 20249 E’.

NOJY 20253

10.04.1989 Reclassified from wagon ‘NOJY 20253 M’ to ’ wagon ‘NKJY 20253 E’.

NOJY 20260

22.04.1991 Reclassified from wagon ‘NOJY 20260 Q’ to ’ wagon ‘NKJY 20260 X’.

NOJY 20289

13.04.1991 Reclassified from wagon ‘NOJY 20289 V’ to ’ wagon ‘NKJY 20289 N’.
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NOJY 20298

22.04.1991 Reclassified from wagon ‘NOJY 20298 U’ to ’ wagon ‘NKJY 20298 M’.

NOJY 20306

10.04.1989 Reclassified from wagon ‘NOJY 20306 G’ to ’ wagon ‘NKJY 20306 V’.

NOJY 20314

Details: wagon ‘NOJY 20314 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20314
BSG Code: NSKI

Capacity of 56 tonnes

09.04.1991 Repair ‘VEHICLE RECLASSIFY’.
09.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20314 L’
26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20314 L’

NOJY 20316

10.04.1989 Reclassified from wagon ‘NOJY 20316 Y’ to ’ wagon ‘NKJY 20316 G’.

NOJY 20319

12.04.1989 Reclassified from wagon ‘NOJY 20319 S’ to ’ wagon ‘NKJY 20319 K’.

NOJY 20320

06.06.1991 Reclassified from wagon ‘NOJY 20320 Y’ to ’ wagon ‘NKJY 20320 G’.

NOJY 20332

09.04.1991 Reclassified from wagon ‘NOJY 20332 R’ to ’ wagon ‘NKJY 20332 J’.

9928



2.477. Wagon classification starting with ‘NOJ’

NOJY 20340

01.06.1991 Reclassified from wagon ‘NOJY 20340 H’ to ’ wagon ‘NKJY 20340 W’.

NOJY 20349

10.04.1989 Reclassified from wagon ‘NOJY 20349 T’ to ’ wagon ‘NKJY 20349 L’.

NOJY 20362

02.10.1992 Reclassified from wagon ‘NOJY 20362 S’ to ’ wagon ‘NKJY 20362 K’.

NOJY 20368

16.05.1991 Reclassified from wagon ‘NOJY 20368 D’ to ’ wagon ‘NKJY 20368 S’.

NOJY 20370

02.07.1992 Reclassified from wagon ‘NOJY 20370 X’ to ’ wagon ‘NKJY 20370 A’.

NOJY 20382

22.04.1991 Reclassified from wagon ‘NOJY 20382 L’ to ’ wagon ‘NKJY 20382 D’.

NOJY 20392

06.05.1991 Reclassified from wagon ‘NOJY 20392 T’ to ’ wagon ‘NKJY 20392 L’.

NOJY 20440

12.04.1989 Reclassified from wagon ‘NOJY 20440 Y’ to ’ wagon ‘NKJY 20440 G’.

NOJY 20442

21.07.1992 Reclassified from wagon ‘NOJY 20442 J’ to ’ wagon ‘NKJY 20442 B’.

NOJY 20447

20.04.1991 Reclassified from wagon ‘NOJY 20447 X’ to ’ wagon ‘NKJY 20447 A’.

NOJY 20470

10.04.1989 Reclassified from wagon ‘NOJY 20470 P’ to ’ wagon ‘NKJY 20470 H’.

NOJY 20477

16.06.1991 Reclassified from wagon ‘NOJY 20477 J’ to ’ wagon ‘NKJY 20477 B’.

NOJY 20478

12.04.1989 Reclassified from wagon ‘NOJY 20478 S’ to ’ wagon ‘NKJY 20478 K’.
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NOJY 20500

12.04.1989 Reclassified from wagon ‘NOJY 20500 M’ to ’ wagon ‘NKJY 20500 E’.

NOJY 20502

22.04.1991 Reclassified from wagon ‘NOJY 20502 H’ to ’ wagon ‘NKJY 20502 W’.

NOJY 20503

12.04.1989 Reclassified from wagon ‘NOJY 20503 Q’ to ’ wagon ‘NKJY 20503 X’.

NOJY 20529

Details: wagon ‘NOJY 20529 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKJY 20529 R
BSG Code: NSKI

Capacity of 54 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20529 J’

NOJY 20541

06.05.1991 Reclassified from wagon ‘NOJY 20541 H’ to ’ wagon ‘NKJY 20541 W’.

NOJY 20546

26.04.1991 Reclassified from wagon ‘NOJY 20546 G’ to ’ wagon ‘NKJY 20546 V’.

NOJY 20548

12.04.1989 Reclassified from wagon ‘NOJY 20548 B’ to ’ wagon ‘NKJY 20548 Q’.

NOJY 20550

26.06.1989 Reclassified from wagon ‘NOJY 20550 G’ to ’ wagon ‘NKJY 20550 V’.
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NOJY 20552

22.04.1991 Reclassified from wagon ‘NOJY 20552 B’ to ’ wagon ‘NKJY 20552 Q’.

NOJY 20589

10.04.1989 Reclassified from wagon ‘NOJY 20589 T’ to ’ wagon ‘NKJY 20589 L’.

NOJY 20594

10.04.1989 Reclassified from wagon ‘NOJY 20594 F’ to ’ wagon ‘NKJY 20594 U’.

NOJY 20599

02.10.1992 Reclassified from wagon ‘NOJY 20599 E’ to ’ wagon ‘NKJY 20599 T’.

NOJY 20608

25.06.1991 Reclassified from wagon ‘NOJY 20608 W’ to ’ wagon ‘NKJY 20608 Y’.

NOJY 20831

12.04.1989 Reclassified from wagon ‘NOJY 20831 U’ to ’ wagon ‘NKJY 20831 M’.

NOJY 20835

11.05.1991 Reclassified from wagon ‘NOJY 20835 K’ to ’ wagon ‘NKJY 20835 C’.

NOJY 20836

12.04.1989 Reclassified from wagon ‘NOJY 20836 T’ to ’ wagon ‘NKJY 20836 L’.

NOJY 20842

18.04.1991 Reclassified from wagon ‘NOJY 20842 Y’ to ’ wagon ‘NKJY 20842 G’.

NOJY 20844

12.04.1989 Reclassified from wagon ‘NOJY 20844 J’ to ’ wagon ‘NKJY 20844 B’.

NOJY 20846

Details: wagon ‘NOJY 20846 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20846 T
BSG Code: NSKI

Capacity of 54 tonnes

01.06.1991 Repair ‘VEHICLE RECLASSIFY’.
01.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20846 T’
25.11.1993 Repair ‘VEHICLE RECLASSIFY’.
25.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20846 T’

NOJY 20860

06.04.1991 Reclassified from wagon ‘NOJY 20860 M’ to ’ wagon ‘NKJY 20860 E’.

NOJY 20873

10.04.1989 Reclassified from wagon ‘NOJY 20873 B’ to ’ wagon ‘NKJY 20873 Q’.

NOJY 20874

20.04.1991 Reclassified from wagon ‘NOJY 20874 K’ to ’ wagon ‘NKJY 20874 C’.

NOJY 20880

17.04.1991 Reclassified from wagon ‘NOJY 20880 F’ to ’ wagon ‘NKJY 20880 U’.

NOJY 20914

Details: wagon ‘NOJY 20914 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

9932



2.477. Wagon classification starting with ‘NOJ’

NOJY 20924

Details: wagon ‘NOJY 20924 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKJY 20924 P
BSG Code: NSKI

Capacity of 54 tonnes

06.04.1991 Repair ‘VEHICLE RECLASSIFY’.
06.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20924 P’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘NKJY 20924 P’
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20924 P’

NOJY 20935

06.04.1991 Reclassified from wagon ‘NOJY 20935 R’ to ’ wagon ‘NKJY 20935 J’.

NOJY 20939

Details: wagon ‘NOJY 20939 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20939
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BSG Code: NSOZ

Capacity of 54 tonnes

NOJY 20941

10.04.1989 Reclassified from wagon ‘NOJY 20941 M’ to ’ wagon ‘NKJY 20941 E’.

NOJY 20945

06.04.1991 Reclassified from wagon ‘NOJY 20945 C’ to ’ wagon ‘NKJY 20945 R’.

NOJY 20960

16.06.1991 Reclassified from wagon ‘NOJY 20960 T’ to ’ wagon ‘NKJY 20960 L’.

NOJY 20962

12.04.1989 Reclassified from wagon ‘NOJY 20962 Y’ to ’ wagon ‘NKJY 20962 G’.

NOJY 20967

01.06.1991 Reclassified from wagon ‘NOJY 20967 N’ to ’ wagon ‘NKJY 20967 F’.

NOJY 20968

10.04.1989 Reclassified from wagon ‘NOJY 20968 W’ to ’ wagon ‘NKJY 20968 Y’.

NOJY 20971

10.04.1989 Reclassified from wagon ‘NOJY 20971 N’ to ’ wagon ‘NKJY 20971 F’.

NOJY 20975

10.04.1989 Reclassified from wagon ‘NOJY 20975 D’ to ’ wagon ‘NKJY 20975 S’.

NOJY 20978

18.07.1989 Reclassified from wagon ‘NOJY 20978 H’ to ’ wagon ‘NKJY 20978 W’.

NOJY 20997

18.07.1989 Reclassified from wagon ‘NOJY 20997 Y’ to ’ wagon ‘NKJY 20997 G’.

2.478 Wagon classification starting with ‘NOS’

NOSF 288

Details: wagon ‘NOSF 288 W’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOSF 4673

Details: wagon ‘NOSF 4673 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSOZ

Capacity of 56 tonnes

NOSF 34844

Details: wagon ‘NOSF 34844 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW

9935



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: NSOZ

2.479 Wagon classification starting with ‘NPA’

NPAX 33307

30.04.1990 Reclassified from wagon ‘NPAX 33307 J’ to ’ wagon ‘NPMX 33307 W’.

NPAX 33317

11.12.1989 Reclassified from wagon ‘NPAX 33317 R’ to ’ wagon ‘NGCX 33317 F’.
13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCX 33317 F’
30.04.1990 Reclassified from wagon ‘NPAX 33317 R’ to ’ wagon ‘NPMX 33317 H’.

NPAX 33328

14.04.1992 Reclassified from wagon ‘NPAX 33328 L’ to ’ wagon ‘NPMX 33328 B’.

NPAX 33333

11.12.1989 Reclassified from wagon ‘NPAX 33333 U’ to ’ wagon ‘NGCX 33333 X’.
13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCX 33333 X’
30.04.1990 Reclassified from wagon ‘NPAX 33333 U’ to ’ wagon ‘NPMX 33333 K’.

NPAX 33334

11.12.1989 Reclassified from wagon ‘NPAX 33334 G’ to ’ wagon ‘NGCX 33334 R’.

NPAX 33335

30.04.1990 Reclassified from wagon ‘NPAX 33335 P’ to ’ wagon ‘NPMX 33335 F’.

NPAX 33337

26.06.1989 Reclassified from wagon ‘NPAX 33337 K’ to ’ wagon ‘NGCX 33337 V’.
31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCX 33337 V’
14.04.1992 Reclassified from wagon ‘NPAX 33337 K’ to ’ wagon ‘NPMX 33337 A’.

NPAX 33343

26.06.1989 Reclassified from wagon ‘NPAX 33343 F’ to ’ wagon ‘NGCX 33343 Q’.
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NPAX 33344

30.04.1990 Reclassified from wagon ‘NPAX 33344 Y’ to ’ wagon ‘NPMX 33344 E’.

NPAX 33345

11.12.1989 Reclassified from wagon ‘NPAX 33345 A’ to ’ wagon ‘NGCX 33345 L’.
13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCX 33345 L’

NPAX 33347

Details: wagon ‘NPAX 33347 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: X NGCX 33347G
BSG Code: NXPG

Capacity of 59 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCX 33347 G’

2.480 Wagon classification starting with ‘NPB’

NPBF 28661

12.10.1989 Reclassified from wagon ‘NPBF 28661 D’ to ’ wagon ‘NGSA 28661 Q’.

NPBF 28669

31.10.1989 Reclassified from wagon ‘NPBF 28669 G’ to ’ wagon ‘NGSA 28669 T’.

NPBF 28678

Details: wagon ‘NPBF 28678 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 28715

30.04.1990 Reclassified from wagon ‘NPBF 28715 G’ to ’ wagon ‘NHDF 28715 T’.

NPBF 28716

31.10.1989 Reclassified from wagon ‘NPBF 28716 P’ to ’ wagon ‘NGSA 28716 F’.

NPBF 28731

24.10.1990 Reclassified from wagon ‘NPBF 28731 J’ to ’ wagon ‘NGSA 28731 W’.

NPBF 28734

12.10.1989 Reclassified from wagon ‘NPBF 28734 N’ to ’ wagon ‘NGSA 28734 D’.

NPBF 28735

Details: wagon ‘NPBF 28735 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPBF 28800

Details: wagon ‘NPBF 28800 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 28815

17.04.1990 Reclassified from wagon ‘NPBF 28815 N’ to ’ wagon ‘NGMA 28815 X’.

NPBF 28828

31.10.1989 Reclassified from wagon ‘NPBF 28828 C’ to ’ wagon ‘NGSA 28828 P’.

NPBF 28836

31.10.1989 Reclassified from wagon ‘NPBF 28836 P’ to ’ wagon ‘NGSA 28836 F’.

NPBF 28839

30.04.1990 Reclassified from wagon ‘NPBF 28839 T’ to ’ wagon ‘NHDF 28839 J’.

NPBF 28857

24.09.1990 Reclassified from wagon ‘NPBF 28857 R’ to ’ wagon ‘NHBF 28857 B’.

NPBF 28875

31.10.1989 Reclassified from wagon ‘NPBF 28875 P’ to ’ wagon ‘NGSA 28875 F’.

NPBF 28877

Details: wagon ‘NPBF 28877 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 28882

Details: wagon ‘NPBF 28882 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 28901

12.10.1989 Reclassified from wagon ‘NPBF 28901 W’ to ’ wagon ‘NGSA 28901 M’.

NPBF 28913

01.08.1991 Reclassified from wagon ‘NPBF 28913 C’ to ’ wagon ‘NHDF 28913 P’.

NPBF 28914

11.10.1989 Reclassified from wagon ‘NPBF 28914 L’ to ’ wagon ‘NGMA 28914 G’.

NPBF 28920

31.10.1989 Reclassified from wagon ‘NPBF 28920 G’ to ’ wagon ‘NGSA 28920 T’.
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NPBF 28923

01.08.1991 Reclassified from wagon ‘NPBF 28923 K’ to ’ wagon ‘NHDF 28923 A’.

NPBF 28931

31.10.1989 Reclassified from wagon ‘NPBF 28931 A’ to ’ wagon ‘NGSA 28931 N’.

NPBF 28952

31.10.1989 Reclassified from wagon ‘NPBF 28952 C’ to ’ wagon ‘NGSA 28952 P’.

NPBF 28964

31.10.1989 Reclassified from wagon ‘NPBF 28964 F’ to ’ wagon ‘NGSA 28964 S’.

NPBF 29025

17.04.1990 Reclassified from wagon ‘NPBF 29025 R’ to ’ wagon ‘NHDF 29025 H’.

NPBF 29030

Details: wagon ‘NPBF 29030 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29042

12.10.1989 Reclassified from wagon ‘NPBF 29042 G’ to ’ wagon ‘NGSA 29042 T’.

NPBF 29046

11.10.1989 Reclassified from wagon ‘NPBF 29046 T’ to ’ wagon ‘NGMA 29046 Y’.
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NPBF 29053

12.10.1989 Reclassified from wagon ‘NPBF 29053 A’ to ’ wagon ‘NGSA 29053 N’.

NPBF 29059

12.10.1989 Reclassified from wagon ‘NPBF 29059 X’ to ’ wagon ‘NGSA 29059 V’.

NPBF 29063

12.10.1989 Reclassified from wagon ‘NPBF 29063 X’ to ’ wagon ‘NGSA 29063 V’.

NPBF 29064

Details: wagon ‘NPBF 29064 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29068

30.04.1990 Reclassified from wagon ‘NPBF 29068 H’ to ’ wagon ‘NHDF 29068 U’.

NPBF 29075

31.10.1989 Reclassified from wagon ‘NPBF 29075 L’ to ’ wagon ‘NGSA 29075 B’.

NPBF 29080

Details: wagon ‘NPBF 29080 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29081

Details: wagon ‘NPBF 29081 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29083

11.10.1989 Reclassified from wagon ‘NPBF 29083 B’ to ’ wagon ‘NGMA 29083 T’.

NPBF 29098

Details: wagon ‘NPBF 29098 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29118

Details: wagon ‘NPBF 29118 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29126

31.10.1989 Reclassified from wagon ‘NPBF 29126 K’ to ’ wagon ‘NGSA 29126 A’.

NPBF 29129

12.10.1989 Reclassified from wagon ‘NPBF 29129 Y’ to ’ wagon ‘NGSA 29129 E’.

NPBF 29147

01.08.1991 Reclassified from wagon ‘NPBF 29147 M’ to ’ wagon ‘NHDF 29147 C’.

NPBF 29162

31.10.1989 Reclassified from wagon ‘NPBF 29162 G’ to ’ wagon ‘NGSA 29162 T’.

NPBF 29165

01.08.1991 Reclassified from wagon ‘NPBF 29165 K’ to ’ wagon ‘NHDF 29165 A’.
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NPBF 29170

Details: wagon ‘NPBF 29170 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29172

Details: wagon ‘NPBF 29172 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29217

12.10.1989 Reclassified from wagon ‘NPBF 29217 S’ to ’ wagon ‘NGSA 29217 X’.

NPBF 29222

Details: wagon ‘NPBF 29222 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29241

04.09.1991 Reclassified from wagon ‘NPBF 29241 L’ to ’ wagon ‘NGMF 29241 D’.

NPBF 29255

12.07.1991 Reclassified from wagon ‘NPBF 29255 J’ to ’ wagon ‘NGMA 29255 E’.

NPBF 29273

31.10.1989 Reclassified from wagon ‘NPBF 29273 H’ to ’ wagon ‘NGSA 29273 U’.

NPBF 29278

26.06.1989 Reclassified from wagon ‘NPBF 29278 G’ to ’ wagon ‘NPSF 29278 L’.

NPBF 29302

30.04.1990 Reclassified from wagon ‘NPBF 29302 S’ to ’ wagon ‘NHDF 29302 X’.

NPBF 29304

Details: wagon ‘NPBF 29304 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29311

30.04.1990 Reclassified from wagon ‘NPBF 29311 R’ to ’ wagon ‘NHDF 29311 H’.

NPBF 29314

08.06.1991 Reclassified from wagon ‘NPBF 29314 V’ to ’ wagon ‘NGMA 29314 Q’.

NPBF 29326

31.10.1989 Reclassified from wagon ‘NPBF 29326 B’ to ’ wagon ‘NGSA 29326 Y’.

NPBF 29370

12.10.1989 Reclassified from wagon ‘NPBF 29370 K’ to ’ wagon ‘NGSA 29370 A’.

NPBF 29372

31.10.1989 Reclassified from wagon ‘NPBF 29372 F’ to ’ wagon ‘NGSA 29372 S’.

NPBF 29376

Details: wagon ‘NPBF 29376 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPBF 29399

Details: wagon ‘NPBF 29399 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 29406

Details: wagon ‘NPBF 29406 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 32065

Details: wagon ‘NPBF 32065 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 32107

13.04.1990 Reclassified from wagon ‘NPBF 32107 M’ to ’ wagon ‘NGMA 32107 H’.

NPBF 32110

31.10.1989 Reclassified from wagon ‘NPBF 32110 D’ to ’ wagon ‘NGSA 32110 Q’.

NPBF 32112

12.10.1989 Reclassified from wagon ‘NPBF 32112 V’ to ’ wagon ‘NGMA 32112 Q’.

NPBF 32113

Details: wagon ‘NPBF 32113 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPBF 32224

30.04.1990 Reclassified from wagon ‘NPBF 32224 X’ to ’ wagon ‘NHDF 32224 V’.
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NPBF 32500

12.10.1989 Reclassified from wagon ‘NPBF 32500 A’ to ’ wagon ‘NGSA 32500 N’.

2.481 Wagon classification starting with ‘NPC’

NPCF 12051

Details: wagon ‘NPCF 12051 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPCF 12052

Details: wagon ‘NPCF 12052 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPCF 12053

Details: wagon ‘NPCF 12053 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPCF 12054

Details: wagon ‘NPCF 12054 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE LEVER’.
08.08.1989 Repair ‘STEP’.
08.08.1989 Repair ‘TRAIN PIPE (END)’.
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
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NPCF 12055

Details: wagon ‘NPCF 12055 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPCF 12056

Details: wagon ‘NPCF 12056 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE LEVER’.
08.08.1989 Repair ‘SIDE STEP’.
08.08.1989 Repair ‘STEP’.
08.08.1989 Repair ‘TRAIN PIPE (END)’.

NPCF 12057

26.06.1992 Reclassified from wagon ‘NPCF 12057 P’ to ’ wagon ‘NGNF 12057 H’.
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NPCF 12058

Details: wagon ‘NPCF 12058 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPCF 12059

Details: wagon ‘NPCF 12059 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPCF 12060

Details: wagon ‘NPCF 12060 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

2.482 Wagon classification starting with ‘NPD’

NPDF 1035

Details: wagon ‘NPDF 1035 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPDF 3421

Details: wagon ‘NPDF 3421 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPDF 3422

Details: wagon ‘NPDF 3422 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPDF 11207

Details: wagon ‘NPDF 11207 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPDF 11208

Details: wagon ‘NPDF 11208 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

2.483 Wagon classification starting with ‘NPE’

NPEF 82000

Details: wagon ‘NPEF 82000 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82001

Details: wagon ‘NPEF 82001 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82002

Details: wagon ‘NPEF 82002 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82003

Details: wagon ‘NPEF 82003 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82004

Details: wagon ‘NPEF 82004 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82005

Details: wagon ‘NPEF 82005 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NPEF 82006

Details: wagon ‘NPEF 82006 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82007

Details: wagon ‘NPEF 82007 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82008

Details: wagon ‘NPEF 82008 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82009

Details: wagon ‘NPEF 82009 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82010

Details: wagon ‘NPEF 82010 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NPEF 82011

Details: wagon ‘NPEF 82011 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82012

Details: wagon ‘NPEF 82012 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82013

Details: wagon ‘NPEF 82013 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82014

Details: wagon ‘NPEF 82014 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82015

Details: wagon ‘NPEF 82015 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82016

Details: wagon ‘NPEF 82016 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82017

Details: wagon ‘NPEF 82017 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes
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NPEF 82018

Details: wagon ‘NPEF 82018 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82019

Details: wagon ‘NPEF 82019 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82020

Details: wagon ‘NPEF 82020 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
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2.483. Wagon classification starting with ‘NPE’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82021

Details: wagon ‘NPEF 82021 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82022

Details: wagon ‘NPEF 82022 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ
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Capacity of 56 tonnes

NPEF 82023

Details: wagon ‘NPEF 82023 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82024

Details: wagon ‘NPEF 82024 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82025

Details: wagon ‘NPEF 82025 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.484. Wagon classification starting with ‘NPF’

Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

NPEF 82026

Details: wagon ‘NPEF 82026 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

2.484 Wagon classification starting with ‘NPF’

NPFH 35401

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35401 H’
25.02.1991 Reclassified from wagon ‘NPFH 35401 R’ to ’ wagon ‘NQSY 35401 L’.

NPFH 35404

Details: wagon ‘NPFH 35404 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35404
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35422

Details: wagon ‘NPFH 35422 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF35422J
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35422 J’

NPFH 35426

Details: wagon ‘NPFH 35426 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
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2.484. Wagon classification starting with ‘NPF’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35426 W
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35426 W’

NPFH 35430

Details: wagon ‘NPFH 35430 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35430W
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35430 W’

NPFH 35434

Details: wagon ‘NPFH 35434 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35434
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35435

Details: wagon ‘NPFH 35435 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35435
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35436

Details: wagon ‘NPFH 35436 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35436 H
BSG Code: NSHZ

Capacity of 56 tonnes
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2.484. Wagon classification starting with ‘NPF’

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35436 H’

NPFH 35437

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35437 Q’

NPFH 35438

Details: wagon ‘NPFH 35438 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35438
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35444

Details: wagon ‘NPFH 35444 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35444
BSG Code: NSHZ

Capacity of 77 tonnes
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NPFH 35452

Details: wagon ‘NPFH 35452 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35452 K
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35452 K’

NPFH 35453

Details: wagon ‘NPFH 35453 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35453
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35454

Details: wagon ‘NPFH 35454 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2.484. Wagon classification starting with ‘NPF’

Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35454
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35456

Details: wagon ‘NPFH 35456 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35456A
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35456 A’

NPFH 35458

Details: wagon ‘NPFH 35458 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35458 S’

NPFH 35459

Details: wagon ‘NPFH 35459 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35459 E’

NPFH 35483

Details: wagon ‘NPFH 35483 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.484. Wagon classification starting with ‘NPF’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35483
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35502

Details: wagon ‘NPFH 35502 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35502
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35503

Details: wagon ‘NPFH 35503 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35503J
BSG Code: NSHZ

Capacity of 77 tonnes
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NPFH 35506

Details: wagon ‘NPFH 35506 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35506
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35507

Details: wagon ‘NPFH 35507 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35507
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35508

Details: wagon ‘NPFH 35508 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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2.484. Wagon classification starting with ‘NPF’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35508
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35514

Details: wagon ‘NPFH 35514 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35514
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35515

Details: wagon ‘NPFH 35515 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35515
BSG Code: NSHZ
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Capacity of 77 tonnes

NPFH 35517

Details: wagon ‘NPFH 35517 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35517
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35520

Details: wagon ‘NPFH 35520 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35520
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35526

Details: wagon ‘NPFH 35526 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.484. Wagon classification starting with ‘NPF’

Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35526
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35532

Details: wagon ‘NPFH 35532 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35532
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35542

Details: wagon ‘NPFH 35542 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: X NHCF 35542J
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35542 J’

NPFH 35547

Details: wagon ‘NPFH 35547 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35547
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35557

Details: wagon ‘NPFH 35557 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35557Q
BSG Code: NSHZ

Capacity of 56 tonnes
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2.484. Wagon classification starting with ‘NPF’

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35557 Q’

NPFH 35564

Details: wagon ‘NPFH 35564 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35564 U
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35564 U’

NPFH 35566

Details: wagon ‘NPFH 35566 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35566P
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NHCF 35566 P’

NPFH 35567

Details: wagon ‘NPFH 35567 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35567B
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35567 B’

NPFH 35575

Details: wagon ‘NPFH 35575 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35575
BSG Code: NSHZ

Capacity of 77 tonnes
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2.484. Wagon classification starting with ‘NPF’

NPFH 35576

Details: wagon ‘NPFH 35576 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35576
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35577

Details: wagon ‘NPFH 35577 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35577 J
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35577 J’

NPFH 35578

Details: wagon ‘NPFH 35578 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

9983



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35578
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35579

Details: wagon ‘NPFH 35579 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35579
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35581

Details: wagon ‘NPFH 35581 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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2.484. Wagon classification starting with ‘NPF’

Intended Use: GENERAL
Remarks: X NHCF 35581J
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35581 J’

NPFH 35582

Details: wagon ‘NPFH 35582 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35582
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35584

Details: wagon ‘NPFH 35584 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35584 N
BSG Code: NSHZ

Capacity of 56 tonnes

9985



2. TIMS GROUP INFORMATION - WAGONS

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35584 N’

NPFH 35585

Details: wagon ‘NPFH 35585 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35585
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35589

Details: wagon ‘NPFH 35589 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35589 M
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35589 M’
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NPFH 35590

Details: wagon ‘NPFH 35590 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35590
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35591

Details: wagon ‘NPFH 35591 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LIMESTONE
Remarks: EX NHCF 35591
BSG Code: NSHZ

Capacity of 77 tonnes

NPFH 35592

Details: wagon ‘NPFH 35592 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35592 D
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35592 D’

NPFH 35593

Details: wagon ‘NPFH 35593 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCHF 35593 M
BSG Code: NSHZ

Capacity of 56 tonnes

05.11.1989 Repair ‘VEHICLE RECLASSIFY’.
05.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35593 M’

2.485 Wagon classification starting with ‘NPG’

NPGF 33011

Details: wagon ‘NPGF 33011 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33011 P
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33011 P’

NPGF 33028

Details: wagon ‘NPGF 33028 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33028 R
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33028 R’

NPGF 33031

Details: wagon ‘NPGF 33031 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33031 X
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33031 X’

NPGF 33034

Details: wagon ‘NPGF 33034 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33034 M
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33034 M’

NPGF 33036

Details: wagon ‘NPGF 33036 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33036 H
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33036 H’

NPGF 33042

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33042 C’
25.09.1991 Reclassified from wagon ‘NPGF 33042 N’ to ’ wagon ‘NHZF 33042 X’.

NPGF 33043

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33043 L’
25.09.1991 Reclassified from wagon ‘NPGF 33043 W’ to ’ wagon ‘NHZF 33043 R’.

NPGF 33060

Details: wagon ‘NPGF 33060 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33060 A
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
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13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NHAF 33060 A’

NPGF 33067

Details: wagon ‘NPGF 33067 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33067 R
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33067 R’

NPGF 33080

Details: wagon ‘NPGF 33080 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHAF 33080 Q
BSG Code: NSHC

Capacity of 58 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33080 Q’
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NPGF 33101

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33101 Y’
25.09.1991 Reclassified from wagon ‘NPGF 33101 C’ to ’ wagon ‘NHZF 33101 U’.

NPGF 33124

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHAF 33124 L’
25.09.1991 Reclassified from wagon ‘NPGF 33124 W’ to ’ wagon ‘NHZF 33124 R’.

2.486 Wagon classification starting with ‘NPH’

NPHH 82101

Details: wagon ‘NPHH 82101 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 30.09.1995
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82102

Details: wagon ‘NPHH 82102 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 10.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82103

Details: wagon ‘NPHH 82103 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 10.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82104

Details: wagon ‘NPHH 82104 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 14.05.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes
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2.486. Wagon classification starting with ‘NPH’

14.05.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.

NPHH 82105

Details: wagon ‘NPHH 82105 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 10.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82106

Details: wagon ‘NPHH 82106 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 10.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82107

Details: wagon ‘NPHH 82107 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 08.07.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82108

Details: wagon ‘NPHH 82108 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 05.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82109

Details: wagon ‘NPHH 82109 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2

9996
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Date Built: 15.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82110

Details: wagon ‘NPHH 82110 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 22.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82111

Details: wagon ‘NPHH 82111 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 10.01.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
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BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82112

Details: wagon ‘NPHH 82112 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 08.02.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82113

Details: wagon ‘NPHH 82113 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 22.02.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes
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NPHH 82114

Details: wagon ‘NPHH 82114 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 28.02.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82115

Details: wagon ‘NPHH 82115 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 06.03.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82116

Details: wagon ‘NPHH 82116 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 20.03.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82117

Details: wagon ‘NPHH 82117 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 14.05.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

14.05.1996 Repair ‘VEHICLE RECLASSIFY’.

NPHH 82118

Details: wagon ‘NPHH 82118 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard

10000
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.04.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82119

Details: wagon ‘NPHH 82119 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 11.04.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82120

Details: wagon ‘NPHH 82120 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 10.01.1996
Operating System: SRA OF NSW
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Intended Use: CEMENT
Remarks: CEMENT HOPPER
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82121

Details: wagon ‘NPHH 82121 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.05.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82122

Details: wagon ‘NPHH 82122 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 21.05.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes
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2.486. Wagon classification starting with ‘NPH’

NPHH 82123

Details: wagon ‘NPHH 82123 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 31.05.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82124

Details: wagon ‘NPHH 82124 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 11.06.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

NPHH 82125

Details: wagon ‘NPHH 82125 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 18.06.1996
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: CEMENT HOPPER
Wagon Width: 3050mm
Wagon Height: 4183mm
BSG Code: NXPG

Capacity of 77 tonnes

2.487 Wagon classification starting with ‘NPK’

NPKH 35405

Details: wagon ‘NPKH 35405 W’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35411

Details: wagon ‘NPKH 35411 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
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2.487. Wagon classification starting with ‘NPK’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35413

Details: wagon ‘NPKH 35413 M’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35420

Details: wagon ‘NPKH 35420 Q’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes
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NPKH 35424

Details: wagon ‘NPKH 35424 G’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35429

Details: wagon ‘NPKH 35429 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHCF 35429 D
BSG Code: NSHC

Capacity of 77 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35429 D’

NPKH 35433

Details: wagon ‘NPKH 35433 F’ in AN ‘Mainland Division’.

Owner: SRA NSW
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Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35440

Details: wagon ‘NPKH 35440 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHCF 35440 H
BSG Code: NSHC

Capacity of 77 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35440 H’

NPKH 35441

Details: wagon ‘NPKH 35441 S’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35446

Details: wagon ‘NPKH 35446 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35450

Details: wagon ‘NPKH 35450 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes
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2.487. Wagon classification starting with ‘NPK’

NPKH 35464

Details: wagon ‘NPKH 35464 P’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35470

Details: wagon ‘NPKH 35470 K’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 56 tonnes

NPKH 35472

Details: wagon ‘NPKH 35472 F’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35477

Details: wagon ‘NPKH 35477 E’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35478

Details: wagon ‘NPKH 35478 N’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

10010



2.487. Wagon classification starting with ‘NPK’

Capacity of 77 tonnes

NPKH 35479

Details: wagon ‘NPKH 35479 W’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35482

Details: wagon ‘NPKH 35482 N’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: PNEUMATIC CEMENT HOPPER
BSG Code: NSHC

Capacity of 77 tonnes

NPKH 35484

Details: wagon ‘NPKH 35484 X’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35485

Details: wagon ‘NPKH 35485 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35488

Details: wagon ‘NPKH 35488 V’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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2.487. Wagon classification starting with ‘NPK’

Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35493

Details: wagon ‘NPKH 35493 H’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35494

Details: wagon ‘NPKH 35494 Q’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NPKH 35495

Details: wagon ‘NPKH 35495 C’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35504

Details: wagon ‘NPKH 35504 U’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.09.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35505

Details: wagon ‘NPKH 35505 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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2.487. Wagon classification starting with ‘NPK’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NHCF 35505 E
BSG Code: NSHC

Capacity of 77 tonnes

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35505 E’

NPKH 35511

Details: wagon ‘NPKH 35511 B’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35518

Details: wagon ‘NPKH 35518 S’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35522

Details: wagon ‘NPKH 35522 S’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35524

Details: wagon ‘NPKH 35524 N’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes
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2.487. Wagon classification starting with ‘NPK’

NPKH 35525

Details: wagon ‘NPKH 35525 W’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35528

Details: wagon ‘NPKH 35528 D’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35530

Details: wagon ‘NPKH 35530 X’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35533

Details: wagon ‘NPKH 35533 M’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35534

Details: wagon ‘NPKH 35534 V’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG
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2.487. Wagon classification starting with ‘NPK’

Capacity of 77 tonnes

NPKH 35535

Details: wagon ‘NPKH 35535 H’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35537

Details: wagon ‘NPKH 35537 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NHCF 35537A
BSG Code: NSHZ

Capacity of 56 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NHCF 35537 A’
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2. TIMS GROUP INFORMATION - WAGONS

NPKH 35541

Details: wagon ‘NPKH 35541 C’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35548

Details: wagon ‘NPKH 35548 T’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35550

Details: wagon ‘NPKH 35550 B’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
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2.487. Wagon classification starting with ‘NPK’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35554

Details: wagon ‘NPKH 35554 Y’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35555

Details: wagon ‘NPKH 35555 A’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 77 tonnes

NPKH 35565

Details: wagon ‘NPKH 35565 X’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35569

Details: wagon ‘NPKH 35569 V’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35570

Details: wagon ‘NPKH 35570 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
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2.487. Wagon classification starting with ‘NPK’

Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35594

Details: wagon ‘NPKH 35594 A’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

NPKH 35600

Details: wagon ‘NPKH 35600 Y’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GRAIN BULK
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: HOPPER WAGON
BSG Code: NSHG

Capacity of 77 tonnes

2.488 Wagon classification starting with ‘NPL’

NPLF 28625

Details: wagon ‘NPLF 28625 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 28638

17.04.1990 Reclassified from wagon ‘NPLF 28638 D’ to ’ wagon ‘NHDF 28638 J’.

NPLF 28674

06.05.1991 Reclassified from wagon ‘NPLF 28674 W’ to ’ wagon ‘NGMA 28674 K’.

NPLF 28749

Details: wagon ‘NPLF 28749 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.488. Wagon classification starting with ‘NPL’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 28763

Details: wagon ‘NPLF 28763 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 28804

01.08.1991 Reclassified from wagon ‘NPLF 28804 D’ to ’ wagon ‘NHDF 28804 J’.

NPLF 28807

17.04.1990 Reclassified from wagon ‘NPLF 28807 H’ to ’ wagon ‘NHDF 28807 N’.

NPLF 28813

Details: wagon ‘NPLF 28813 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 28893

17.04.1990 Reclassified from wagon ‘NPLF 28893 U’ to ’ wagon ‘NHDF 28893 D’.

NPLF 28895

Details: wagon ‘NPLF 28895 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 28955

Details: wagon ‘NPLF 28955 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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2.488. Wagon classification starting with ‘NPL’

NPLF 29161

17.04.1990 Reclassified from wagon ‘NPLF 29161 E’ to ’ wagon ‘NHDF 29161 K’.

NPLF 29243

Details: wagon ‘NPLF 29243 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 29270

Details: wagon ‘NPLF 29270 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 29271

13.04.1990 Reclassified from wagon ‘NPLF 29271 T’ to ’ wagon ‘NHDF 29271 C’.
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NPLF 29322

Details: wagon ‘NPLF 29322 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 29421

Details: wagon ‘NPLF 29421 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 32151

Details: wagon ‘NPLF 32151 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23tonne
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2.489. Wagon classification starting with ‘NPM’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPLF 32370

25.09.1990 Reclassified from wagon ‘NPLF 32370 D’ to ’ wagon ‘NHDF 32370 J’.

2.489 Wagon classification starting with ‘NPM’

NPMX 33307

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33307 J’

NPMX 33317

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33317 R’

NPMX 33328

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33328 L’

NPMX 33333

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33333 U’

NPMX 33335

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33335 P’
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NPMX 33337

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33337 K’

NPMX 33343

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NGCX 33343 Q’

NPMX 33344

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NPAX 33344 Y’

2.490 Wagon classification starting with ‘NPP’

NPPF 33152

Details: wagon ‘NPPF 33152 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHEF33152G
BSG Code: NSHE

Capacity of 56 tonnes

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33152 G’

NPPF 33153

Details: wagon ‘NPPF 33153 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2.490. Wagon classification starting with ‘NPP’

Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33153P
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33153 P’

NPPF 33155

Details: wagon ‘NPPF 33155 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33155K
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33155 K’

NPPF 33162

Details: wagon ‘NPPF 33162 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33162Y
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33162 Y’

NPPF 33169

Details: wagon ‘NPPF 33169 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NHEF 33169L
BSG Code: NSHE

Capacity of 50 tonnes

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33169 X’

NPPF 33170

Details: wagon ‘NPPF 33170 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m

10032



2.490. Wagon classification starting with ‘NPP’

Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33170E
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33170 E’

NPPF 33175

Details: wagon ‘NPPF 33175 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33175D
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33175 D’

NPPF 33176

Details: wagon ‘NPPF 33176 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33176M
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33176 M’

NPPF 33178

Details: wagon ‘NPPF 33178 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33178H
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33178 H’

NPPF 33186

Details: wagon ‘NPPF 33186 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33186U
BSG Code: NSHZ

Capacity of 50 tonnes

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33186 U’

NPPF 33187

Details: wagon ‘NPPF 33187 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33187G
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33187 G’

NPPF 33192

Details: wagon ‘NPPF 33192 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33192P
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33192 P’

NPPF 33193

Details: wagon ‘NPPF 33193 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33193B
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33193 B’

NPPF 33194

Details: wagon ‘NPPF 33194 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33194K
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33194 K’

NPPF 33196

Details: wagon ‘NPPF 33196 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33196F
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33196 F’

NPPF 33202

Details: wagon ‘NPPF 33202 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33202T
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33202 T’

NPPF 33203

Details: wagon ‘NPPF 33203 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33203F
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33203 F’

NPPF 33209

Details: wagon ‘NPPF 33209 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NHEF 33209N
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33209 N’

NPPF 33213

Details: wagon ‘NPPF 33213 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33213N
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33213 N’

NPPF 33218

Details: wagon ‘NPPF 33218 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NHEF 33218M
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33218 M’

NPPF 33219

Details: wagon ‘NPPF 33219 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33219V
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33219 V’

NPPF 33224

Details: wagon ‘NPPF 33224 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33224H
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BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33224 H’

NPPF 33234

Details: wagon ‘NPPF 33234 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33234P
BSG Code: NSHZ

Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33234 P’

NPPF 33242

Details: wagon ‘NPPF 33242 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33242F
BSG Code: NSHZ
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Capacity of 56 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33242 F’

NPPF 33246

Details: wagon ‘NPPF 33246 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33246S
BSG Code: NSHZ

Capacity of 50 tonnes

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33246 S’

NPPF 33249

Details: wagon ‘NPPF 33249 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NHEF 33249W
BSG Code: NSHZ

Capacity of 56 tonnes
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24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NHEF 33249 W’

2.491 Wagon classification starting with ‘NPR’

NPRF 81040

Details: wagon ‘NPRF 81040 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 16.03.1992
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
BSG Code: NSPC

Capacity of 19.8 tonnes

NPRF 82030

Details: wagon ‘NPRF 82030 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82031

Details: wagon ‘NPRF 82031 C’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82032

Details: wagon ‘NPRF 82032 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82033

Details: wagon ‘NPRF 82033 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82034

Details: wagon ‘NPRF 82034 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82035

Details: wagon ‘NPRF 82035 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRF 82036

Details: wagon ‘NPRF 82036 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82037

Details: wagon ‘NPRF 82037 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82038

Details: wagon ‘NPRF 82038 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82039

Details: wagon ‘NPRF 82039 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82040

Details: wagon ‘NPRF 82040 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRF 82041

Details: wagon ‘NPRF 82041 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82042

Details: wagon ‘NPRF 82042 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82043

Details: wagon ‘NPRF 82043 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82044

Details: wagon ‘NPRF 82044 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82045

Details: wagon ‘NPRF 82045 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82046

Details: wagon ‘NPRF 82046 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82047

Details: wagon ‘NPRF 82047 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRF 82048

Details: wagon ‘NPRF 82048 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82049

Details: wagon ‘NPRF 82049 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82050

Details: wagon ‘NPRF 82050 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82051

Details: wagon ‘NPRF 82051 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82052

Details: wagon ‘NPRF 82052 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRF 82053

Details: wagon ‘NPRF 82053 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82054

Details: wagon ‘NPRF 82054 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82055

Details: wagon ‘NPRF 82055 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82056

Details: wagon ‘NPRF 82056 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82057

Details: wagon ‘NPRF 82057 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRF 82058

Details: wagon ‘NPRF 82058 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRX 12078

11.12.1989 Reclassified from wagon ‘NPRX 12078 T’ to ’ wagon ‘NPRY 12078 A’.

NPRX 12125

11.12.1989 Reclassified from wagon ‘NPRX 12125 F’ to ’ wagon ‘NPRY 12125 J’.

NPRX 12127

11.12.1989 Reclassified from wagon ‘NPRX 12127 A’ to ’ wagon ‘NPRY 12127 E’.

NPRX 12151

13.06.1991 Reclassified from wagon ‘NPRX 12151 Q’ to ’ wagon ‘NPRY 12151 U’.

NPRY 12061

Details: wagon ‘NPRY 12061 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
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Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12062

Details: wagon ‘NPRY 12062 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12063

Details: wagon ‘NPRY 12063 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12064

Details: wagon ‘NPRY 12064 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12065

Details: wagon ‘NPRY 12065 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12066

Details: wagon ‘NPRY 12066 U’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12067

Details: wagon ‘NPRY 12067 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12068

Details: wagon ‘NPRY 12068 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12069

Details: wagon ‘NPRY 12069 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12070

Details: wagon ‘NPRY 12070 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

10059



2. TIMS GROUP INFORMATION - WAGONS

NPRY 12071

Details: wagon ‘NPRY 12071 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12072

Details: wagon ‘NPRY 12072 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12073

Details: wagon ‘NPRY 12073 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12074

Details: wagon ‘NPRY 12074 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12075

Details: wagon ‘NPRY 12075 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12076

Details: wagon ‘NPRY 12076 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12077

Details: wagon ‘NPRY 12077 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12078

Details: wagon ‘NPRY 12078 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NPRX 12078 T
BSG Code: NXPC

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPRX 12078 T’

NPRY 12079

Details: wagon ‘NPRY 12079 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12080

Details: wagon ‘NPRY 12080 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12081

Details: wagon ‘NPRY 12081 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12082

Details: wagon ‘NPRY 12082 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 12083

Details: wagon ‘NPRY 12083 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12084

Details: wagon ‘NPRY 12084 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12085

Details: wagon ‘NPRY 12085 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12086

Details: wagon ‘NPRY 12086 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12087

Details: wagon ‘NPRY 12087 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12088

Details: wagon ‘NPRY 12088 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12089

Details: wagon ‘NPRY 12089 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12090

Details: wagon ‘NPRY 12090 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12091

Details: wagon ‘NPRY 12091 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12092

Details: wagon ‘NPRY 12092 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12093

Details: wagon ‘NPRY 12093 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12094

Details: wagon ‘NPRY 12094 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 12095

Details: wagon ‘NPRY 12095 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12096

Details: wagon ‘NPRY 12096 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12097

Details: wagon ‘NPRY 12097 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12098

Details: wagon ‘NPRY 12098 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12099

Details: wagon ‘NPRY 12099 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

10071



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NPRY 12100

Details: wagon ‘NPRY 12100 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12101

Details: wagon ‘NPRY 12101 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12102

Details: wagon ‘NPRY 12102 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12103

Details: wagon ‘NPRY 12103 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12104

Details: wagon ‘NPRY 12104 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12105

Details: wagon ‘NPRY 12105 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12106

Details: wagon ‘NPRY 12106 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 12107

Details: wagon ‘NPRY 12107 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12108

Details: wagon ‘NPRY 12108 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12109

Details: wagon ‘NPRY 12109 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12110

Details: wagon ‘NPRY 12110 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12111

Details: wagon ‘NPRY 12111 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12112

Details: wagon ‘NPRY 12112 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12113

Details: wagon ‘NPRY 12113 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12114

Details: wagon ‘NPRY 12114 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12115

Details: wagon ‘NPRY 12115 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12116

Details: wagon ‘NPRY 12116 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12117

Details: wagon ‘NPRY 12117 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12118

Details: wagon ‘NPRY 12118 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 12119

Details: wagon ‘NPRY 12119 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12120

Details: wagon ‘NPRY 12120 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12121

Details: wagon ‘NPRY 12121 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12122

Details: wagon ‘NPRY 12122 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12123

Details: wagon ‘NPRY 12123 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12124

Details: wagon ‘NPRY 12124 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12125

Details: wagon ‘NPRY 12125 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NPRX 12125 F
BSG Code: NXPC

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPRX 12125 F’
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NPRY 12126

Details: wagon ‘NPRY 12126 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12127

Details: wagon ‘NPRY 12127 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 17.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NPRX 12127 A
BSG Code: NXPC

Capacity of 56 tonnes

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NPRX 12127 A’

NPRY 12128

Details: wagon ‘NPRY 12128 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12129

Details: wagon ‘NPRY 12129 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12130

Details: wagon ‘NPRY 12130 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12131

Details: wagon ‘NPRY 12131 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12132

Details: wagon ‘NPRY 12132 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 12133

Details: wagon ‘NPRY 12133 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12134

Details: wagon ‘NPRY 12134 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12135

Details: wagon ‘NPRY 12135 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12136

Details: wagon ‘NPRY 12136 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12137

Details: wagon ‘NPRY 12137 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12138

Details: wagon ‘NPRY 12138 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12139

Details: wagon ‘NPRY 12139 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12140

Details: wagon ‘NPRY 12140 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12141

Details: wagon ‘NPRY 12141 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12142

Details: wagon ‘NPRY 12142 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12143

Details: wagon ‘NPRY 12143 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12144

Details: wagon ‘NPRY 12144 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 12145

Details: wagon ‘NPRY 12145 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12146

Details: wagon ‘NPRY 12146 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12147

Details: wagon ‘NPRY 12147 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12148

Details: wagon ‘NPRY 12148 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12149

Details: wagon ‘NPRY 12149 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12150

Details: wagon ‘NPRY 12150 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12151

Details: wagon ‘NPRY 12151 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CEMENT
Remarks: EX NPRX 12151Q
BSG Code: NSPC

Capacity of 58 tonnes

13.06.1991 Repair ‘VEHICLE RECLASSIFY’.
13.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPRX 12151 Q’
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NPRY 12152

Details: wagon ‘NPRY 12152 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12153

Details: wagon ‘NPRY 12153 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12154

Details: wagon ‘NPRY 12154 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12155

Details: wagon ‘NPRY 12155 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12156

Details: wagon ‘NPRY 12156 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 12157

Details: wagon ‘NPRY 12157 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12158

Details: wagon ‘NPRY 12158 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12159

Details: wagon ‘NPRY 12159 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 12160

Details: wagon ‘NPRY 12160 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CEMENT BULK
Remarks: EX NPRX 12160
BSG Code: NSPC

Capacity of 58 tonnes

NPRY 18201

Details: wagon ‘NPRY 18201 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

10097



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18202

Details: wagon ‘NPRY 18202 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18203

Details: wagon ‘NPRY 18203 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 18204

Details: wagon ‘NPRY 18204 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18205

Details: wagon ‘NPRY 18205 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18206

Details: wagon ‘NPRY 18206 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18207

Details: wagon ‘NPRY 18207 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18208

Details: wagon ‘NPRY 18208 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 18209

Details: wagon ‘NPRY 18209 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18210

Details: wagon ‘NPRY 18210 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18211

Details: wagon ‘NPRY 18211 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18212

Details: wagon ‘NPRY 18212 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18213

Details: wagon ‘NPRY 18213 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18214

Details: wagon ‘NPRY 18214 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18215

Details: wagon ‘NPRY 18215 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes
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NPRY 18216

Details: wagon ‘NPRY 18216 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18217

Details: wagon ‘NPRY 18217 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18218

Details: wagon ‘NPRY 18218 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18219

Details: wagon ‘NPRY 18219 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18220

Details: wagon ‘NPRY 18220 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ
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Capacity of 56 tonnes

NPRY 18221

Details: wagon ‘NPRY 18221 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18222

Details: wagon ‘NPRY 18222 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18223

Details: wagon ‘NPRY 18223 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18224

Details: wagon ‘NPRY 18224 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

NPRY 18225

Details: wagon ‘NPRY 18225 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

2.492 Wagon classification starting with ‘NPS’

NPSF 29278

12.10.1989 Reclassified from wagon ‘NPSF 29278 L’ to ’ wagon ‘NGSA 29278 T’.

2.493 Wagon classification starting with ‘NPT’

NPTF 4155

Details: wagon ‘NPTF 4155 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSPZ

Capacity of 56 tonnes

2.494 Wagon classification starting with ‘NQA’

NQAY 21836

Details: wagon ‘NQAY 21836 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.494. Wagon classification starting with ‘NQA’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 65 tonnes

Capacity of 65 tonnes

NQAY 21851

04.08.1989 Repair ‘HANDRAILS’.
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.12.1989 Repair ‘SIDE STEP’.
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BRAKE BLOCK OTHER’.
02.06.1992 Repair ‘WHEEL SET’.
05.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘TRAIN PIPE (END)’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BRAKE PULL ROD’.
15.10.1993 Repair ‘BRANCH PIPE’.
18.05.1994 Reclassified from wagon ‘NQAY 21851 T’ to ’ wagon ‘RQAY 21851 A’.

NQAY 21852

03.05.1993 Repair ‘HANDRAILS’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.05.1994 Reclassified from wagon ‘NQAY 21852 F’ to ’ wagon ‘RQAY 21852 J’.

NQAY 21853

08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE SPRING’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1992 Repair ‘HANDRAILS’.
13.02.1992 Repair ‘HANDRAILS’.
06.06.1992 Repair ‘HANDRAILS’.
28.09.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1992 Repair ‘BRAKE PULL ROD’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
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03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.06.1993 Repair ‘BRAKE PULL ROD’.
09.01.1995 Reclassified from wagon ‘NQAY 21853 Y’ to ’ wagon ‘RQAY 21853 S’.

NQAY 21854

18.09.1989 Repair ‘SIDE STEP’.
21.02.1990 Repair ‘SIDE STEP’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1992 Repair ‘HANDRAILS’.
21.05.1994 Reclassified from wagon ‘NQAY 21854 A’ to ’ wagon ‘RQAY 21854 E’.

NQAY 21855

06.01.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘WHEEL SET’.
21.06.1991 Repair ‘SIDE STEP’.
27.02.1992 Repair ‘HANDRAILS’.
14.12.1994 Reclassified from wagon ‘NQAY 21855 J’ to ’ wagon ‘RQAY 21855 N’.

NQAY 21856

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘HANDRAILS’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Reclassified from wagon ‘NQAY 21856 S’ to ’ wagon ‘RQAY 21856 W’.

NQAY 21857

07.06.1990 Repair ‘HANDBRAKE HANDLE’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Reclassified from wagon ‘NQAY 21857 E’ to ’ wagon ‘RQAY 21857 X’.

NQAY 21858

14.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘SIDE STEP’.
14.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1994 Reclassified from wagon ‘NQAY 21858 N’ to ’ wagon ‘RQAY 21858 R’.

NQAY 21859

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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09.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
09.01.1990 Repair ‘TRAIN PIPE’.
09.01.1990 Repair ‘WEAR PLATES & SADDLES’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
29.09.1992 Repair ‘HANDRAILS’.
29.09.1992 Repair ‘SIDE STEP’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQAY 21859 W’ to ’ wagon ‘RQAY 21859 D’.

NQAY 21860

02.12.1989 Repair ‘HANDRAILS’.
02.12.1989 Repair ‘SIDE STEP’.
27.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1994 Reclassified from wagon ‘NQAY 21860 S’ to ’ wagon ‘RQAY 21860 W’.

NQAY 21861

27.07.1989 Repair ‘HANDRAILS’.
25.11.1989 Repair ‘AXLEBOX’.
25.11.1989 Repair ‘HANDRAILS’.
18.06.1990 Repair ‘BRAKE PIN’.
25.06.1990 Repair ‘HANDRAILS’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘WHEEL SET’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘END BRAKE COCK’.
05.10.1990 Repair ‘END HOSE’.
05.10.1990 Repair ‘TRAIN PIPE (END)’.
11.02.1991 Repair ‘HANDRAILS’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Reclassified from wagon ‘NQAY 21861 E’ to ’ wagon ‘RQAY 21861 X’.

NQAY 21862

02.10.1989 Repair ‘EMPTY LOAD VALVE’.
02.10.1989 Repair ‘HANDRAILS’.
17.03.1990 Repair ‘VEHICLE COMPLETE’.
17.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.01.1994 Repair ‘TWIST LOCK’.
28.09.1994 Reclassified from wagon ‘NQAY 21862 N’ to ’ wagon ‘RQAY 21862 R’.
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NQAY 21863

06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘EMPTY LOAD VALVE’.
06.05.1992 Repair ‘GRADE CONTROL VALVE’.
06.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.04.1993 Repair ‘BRAKE PIN’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE ADAPTER’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
19.05.1994 Reclassified from wagon ‘NQAY 21863 W’ to ’ wagon ‘RQAY 21863 D’.

NQAY 21864

03.12.1990 Repair ‘VEHICLE COMPLETE’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘WHEEL SET’.
04.09.1991 Repair ‘HANDRAILS’.
04.09.1991 Repair ‘SIDE STEP’.
24.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘TRAIN PIPE (END)’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
24.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
24.01.1994 Repair ‘BRAKE PULL ROD’.
26.01.1994 Repair ‘BRAKE LEVER’.
26.01.1994 Repair ‘COUPLER KNUCKLE’.
26.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.07.1994 Reclassified from wagon ‘NQAY 21864 X’ to ’ wagon ‘RQAY 21864 M’.

NQAY 21865

17.08.1989 Repair ‘HANDRAILS’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘END HOSE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘HANDRAILS’.
19.07.1990 Repair ‘SIDE STEP’.
19.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.07.1990 Repair ‘WHEEL SET’.
23.07.1990 Repair ‘WHEEL SET’.
02.11.1990 Repair ‘SIDE STEP’.
28.02.1991 Repair ‘SIDE STEP’.
16.03.1992 Repair ‘HANDRAILS’.
16.03.1992 Repair ‘SIDE STEP’.
12.06.1992 Repair ‘HANDRAILS’.
26.11.1993 Repair ‘TWIST LOCK’.
14.06.1994 Reclassified from wagon ‘NQAY 21865 R’ to ’ wagon ‘RQAY 21865 V’.

NQAY 21866

05.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘WHEEL SET’.
20.06.1992 Repair ‘HANDRAILS’.
20.06.1992 Repair ‘SIDE STEP’.
26.06.1992 Repair ‘HANDRAILS’.
16.07.1993 Repair ‘HANDRAILS’.
08.11.1993 Repair ‘END BRAKE COCK’.
15.06.1994 Reclassified from wagon ‘NQAY 21866 D’ to ’ wagon ‘RQAY 21866 H’.

NQAY 21867

15.05.1990 Repair ‘HOSE FITTINGS’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘WHEEL SET’.
29.09.1992 Repair ‘SIDE STEP’.
28.08.1993 Repair ‘BOGIE WEAR PLATES’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQAY 21867 M’ to ’ wagon ‘RQAY 21867 Q’.
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NQAY 21868

04.02.1991 Repair ‘HANDRAILS’.
04.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘COUPLER COMPLETE’.
25.10.1993 Repair ‘END COMPLETE’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1993 Repair ‘TOP CENTRE PLATE’.
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Repair ‘YOKE COMPLETE’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1994 Repair ‘BRAKE BLOCK RB95’.
02.02.1994 Repair ‘BRAKE PULL ROD’.
02.02.1994 Repair ‘BRAKE PULL ROD’.
02.02.1994 Repair ‘COUPLER KNUCKLE’.
02.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1994 Repair ‘SIDE BEARER’.
02.02.1994 Repair ‘TRAIN PIPE (END)’.
02.02.1994 Repair ‘TRAIN PIPE’.
02.02.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1994 Repair ‘WHEEL SET’.
15.04.1994 Reclassified from wagon ‘NQAY 21868 V’ to ’ wagon ‘RQAY 21868 C’.

NQAY 21869

22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BRAKE LEVER’.
22.06.1990 Repair ‘BRAKE PIN’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE LEVER’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
20.04.1992 Repair ‘HANDRAILS’.
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BRAKE PULL ROD’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1994 Repair ‘BRAKE PULL ROD’.
21.06.1994 Reclassified from wagon ‘NQAY 21869 H’ to ’ wagon ‘RQAY 21869 L’.

10114



2.494. Wagon classification starting with ‘NQA’

NQAY 21870

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘AXLEBOX’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.09.1989 Repair ‘HANDRAILS’.
11.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.11.1989 Repair ‘SIDE STEP’.
23.12.1989 Repair ‘WEAR PLATES & SADDLES’.
29.01.1991 Repair ‘HANDRAILS’.
11.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1991 Repair ‘HANDRAILS’.
11.12.1992 Repair ‘HANDRAILS’.
03.02.1993 Repair ‘SIDE STEP’.
09.08.1993 Repair ‘HANDRAILS’.
05.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
24.01.1994 Repair ‘TWIST LOCK’.
26.07.1994 Reclassified from wagon ‘NQAY 21870 D’ to ’ wagon ‘RQAY 21870 H’.

NQAY 21871

28.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Repair ‘BRAKE LEVER’.
06.01.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1994 Reclassified from wagon ‘NQAY 21871 M’ to ’ wagon ‘RQAY 21871 Q’.

NQAY 21872

01.01.1990 Repair ‘HANDRAILS’.
16.11.1991 Repair ‘HANDRAILS’.
02.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.01.1994 Repair ‘BRAKE LEVER’.
11.01.1994 Repair ‘BRAKE PULL ROD’.
11.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
11.01.1994 Repair ‘COUPLER KNUCKLE’.
11.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Reclassified from wagon ‘NQAY 21872 V’ to ’ wagon ‘RQAY 21872 C’.

NQAY 21873

06.08.1990 Repair ‘SIDE STEP’.
21.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1992 Repair ‘WHEEL SET’.

10115



2. TIMS GROUP INFORMATION - WAGONS

11.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1995 Reclassified from wagon ‘NQAY 21873 H’ to ’ wagon ‘RQAY 21873 L’.

NQAY 21874

12.02.1990 Repair ‘SIDE STEP’.
11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE PULL ROD’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BRAKE BLOCK RB95’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘WHEEL SET’.
31.10.1993 Repair ‘END HOSE’.
18.11.1993 Repair ‘WHEEL SET’.
20.11.1993 Repair ‘BRAKE LEVER’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.
05.09.1994 Reclassified from wagon ‘NQAY 21874 Q’ to ’ wagon ‘RQAY 21874 U’.

NQAY 21875

08.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Repair ‘WHEEL SET’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘HANDRAILS’.
17.02.1993 Repair ‘HANDRAILS’.
17.02.1993 Repair ‘HANDRAILS’.
12.11.1993 Repair ‘HANDRAILS’.
16.08.1994 Reclassified from wagon ‘NQAY 21875 C’ to ’ wagon ‘RQAY 21875 G’.

NQAY 21876

11.10.1989 Repair ‘BRAKE PIN’.
11.10.1989 Repair ‘HANDRAILS’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE ADAPTER’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
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23.11.1989 Repair ‘TRAIN PIPE’.
14.06.1994 Reclassified from wagon ‘NQAY 21876 L’ to ’ wagon ‘RQAY 21876 P’.

NQAY 21877

03.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘WHEEL SET’.
26.10.1990 Repair ‘WEAR PLATES & SADDLES’.
19.12.1990 Repair ‘SIDE STEP’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQAY 21877 U’ to ’ wagon ‘RQAY 21877 B’.

NQAY 21878

Details: wagon ‘NQAY 21878 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

Capacity of 65 tonnes

03.09.1990 Repair ‘BRAKE PULL ROD’.

NQAY 21879

19.08.1989 Repair ‘HANDRAILS’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘SIDE STEP’.
25.11.1993 Repair ‘HANDRAILS’.
01.06.1994 Reclassified from wagon ‘NQAY 21879 P’ to ’ wagon ‘RQAY 21879 T’.
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NQAY 21880

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘BRAKE LEVER’.
21.05.1990 Repair ‘HANDRAILS’.
07.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1992 Repair ‘HANDRAILS’.
01.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Reclassified from wagon ‘NQAY 21880 L’ to ’ wagon ‘RQAY 21880 P’.

NQAY 21881

16.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘HANDRAILS’.
26.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1991 Repair ‘END HOSE’.
10.04.1992 Repair ‘SIDE STEP’.
28.05.1993 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NQAY 21881 U’ to ’ wagon ‘RQAY 21881 B’.

NQAY 21882

27.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.09.1992 Repair ‘HANDRAILS’.
22.03.1993 Repair ‘SIDE STEP’.
16.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1994 Reclassified from wagon ‘NQAY 21882 G’ to ’ wagon ‘RQAY 21882 K’.

NQAY 21883

16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘AXLEBOX’.
09.05.1991 Repair ‘BOGIE BEARINGS’.
09.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
18.08.1991 Repair ‘BRAKE BLOCK RB95’.
12.09.1991 Repair ‘SIDE STEP’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘WHEEL SET’.
09.10.1991 Repair ‘WHEEL SET’.
17.04.1993 Repair ‘HANDRAILS’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1994 Reclassified from wagon ‘NQAY 21883 P’ to ’ wagon ‘RQAY 21883 T’.

NQAY 21884

12.04.1990 Repair ‘HANDRAILS’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘HANDRAILS’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘WHEEL SET’.
05.05.1993 Repair ‘SIDE STEP’.
06.09.1994 Reclassified from wagon ‘NQAY 21884 B’ to ’ wagon ‘RQAY 21884 F’.

NQAY 21885

14.05.1990 Repair ‘SIDE STEP’.
14.10.1994 Reclassified from wagon ‘NQAY 21885 K’ to ’ wagon ‘RQAY 21885 Y’.

NQAY 21886

12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘SIDE STEP’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘HANDRAILS’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BRAKE PULL ROD’.
24.03.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1993 Repair ‘HANDRAILS’.
23.09.1993 Repair ‘HANDRAILS’.
13.12.1993 Repair ‘TWIST LOCK’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQAY 21886 T’ to ’ wagon ‘RQAY 21886 A’.

NQAY 21887

11.07.1990 Repair ‘SIDE STEP’.
05.10.1992 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1994 Reclassified from wagon ‘NQAY 21887 F’ to ’ wagon ‘RQAY 21887 J’.
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NQAY 21888

04.11.1989 Repair ‘WHEEL SET’.
09.11.1989 Repair ‘WHEEL SET’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Reclassified from wagon ‘NQAY 21888 Y’ to ’ wagon ‘RQAY 21888 S’.

NQAY 21889

17.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘WHEEL SET’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘WHEEL SET’.
11.09.1992 Repair ‘SIDE STEP’.
21.10.1992 Repair ‘BOGIE SPRING’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1993 Repair ‘HANDRAILS END’.
30.11.1994 Reclassified from wagon ‘NQAY 21889 A’ to ’ wagon ‘RQAY 21889 E’.

NQAY 21890

01.11.1989 Repair ‘HANDRAILS’.
29.01.1990 Repair ‘STEP’.
26.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.05.1990 Repair ‘SIDE STEP’.
06.12.1990 Repair ‘HANDRAILS’.
20.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1991 Repair ‘HANDRAILS’.
06.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1994 Reclassified from wagon ‘NQAY 21890 T’ to ’ wagon ‘RQAY 21890 A’.

NQAY 21891

22.03.1990 Repair ‘HANDRAILS’.
22.03.1990 Repair ‘SIDE STEP’.
03.04.1992 Repair ‘SIDE STEP’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘WHEEL SET’.
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07.07.1994 Reclassified from wagon ‘NQAY 21891 F’ to ’ wagon ‘RQAY 21891 J’.

NQAY 21892

14.08.1989 Repair ‘HANDRAILS’.
22.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Reclassified from wagon ‘NQAY 21892 Y’ to ’ wagon ‘RQAY 21892 S’.

NQAY 21893

25.05.1990 Repair ‘SIDE STEP’.
17.01.1992 Repair ‘WHEEL SET’.
21.06.1994 Reclassified from wagon ‘NQAY 21893 A’ to ’ wagon ‘RQAY 21893 E’.

NQAY 21894

13.11.1989 Repair ‘SIDE STEP’.
08.09.1990 Repair ‘HANDRAILS’.
08.09.1990 Repair ‘SIDE STEP’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
17.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.10.1992 Repair ‘TWIST LOCK’.
02.07.1993 Repair ‘SIDE STEP’.
20.09.1994 Reclassified from wagon ‘NQAY 21894 J’ to ’ wagon ‘RQAY 21894 N’.

NQAY 21895

24.01.1990 Repair ‘END HOSE’.
28.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.03.1990 Repair ‘HANDBRAKE HANDLE’.
08.03.1990 Repair ‘SIDE STEP’.
11.05.1990 Repair ‘HANDRAILS’.
26.06.1991 Repair ‘TWIST LOCK’.
22.03.1993 Repair ‘HANDRAILS’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Reclassified from wagon ‘NQAY 21895 S’ to ’ wagon ‘RQAY 21895 W’.

NQAY 21896

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘CARD OR CLIP HOLDER’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘END BRAKE COCK’.
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23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.08.1989 Repair ‘WHEEL SET’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE ADAPTER’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
21.01.1991 Repair ‘SIDE STEP’.
04.02.1991 Repair ‘BRAKE PULL ROD’.
16.03.1992 Repair ‘SIDE STEP’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQAY 21896 E’ to ’ wagon ‘RQAY 21896 X’.

NQAY 21897

16.11.1989 Repair ‘AXLEBOX’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘TRAIN PIPE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQAY 21897 N’ to ’ wagon ‘RQAY 21897 R’.

NQAY 21898

04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
05.07.1994 Reclassified from wagon ‘NQAY 21898 W’ to ’ wagon ‘RQAY 21898 D’.

NQAY 21899

29.08.1991 Repair ‘BRAKE PULL ROD’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Reclassified from wagon ‘NQAY 21899 X’ to ’ wagon ‘RQAY 21899 M’.

NQAY 21900

21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘END BRAKE COCK’.
21.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1990 Repair ‘HANDRAILS END’.
21.03.1990 Repair ‘TRAIN PIPE (END)’.
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30.07.1990 Repair ‘HANDRAILS’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘RELAY VALVE’.
28.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE PULL ROD’.
01.08.1994 Reclassified from wagon ‘NQAY 21900 A’ to ’ wagon ‘RQAY 21900 E’.

NQAY 21901

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘WHEEL SET’.
18.04.1991 Repair ‘SIDE STEP’.
15.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQAY 21902

12.10.1989 Repair ‘SIDE STEP’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Repair ‘BRAKE PULL ROD’.
31.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘WHEEL SET’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘WHEEL SET’.
28.11.1990 Repair ‘WHEEL SET’.
06.11.1991 Repair ‘SIDE STEP’.
19.11.1991 Repair ‘WHEEL SET’.
15.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.08.1992 Repair ‘VEHICLE COMPLETE’.
15.08.1992 Repair ‘WHEEL SET’.
22.06.1993 Repair ‘HANDRAILS’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQAY 21902 S’ to ’ wagon ‘RQAY 21902 W’.

NQAY 21903

30.10.1992 Repair ‘HANDRAILS’.
05.11.1993 Repair ‘END HOSE’.
07.11.1994 Reclassified from wagon ‘NQAY 21903 E’ to ’ wagon ‘RQAY 21903 X’.

NQAY 21904

01.01.1992 Repair ‘HANDRAILS’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘EMPTY LOAD VALVE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
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28.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Reclassified from wagon ‘NQAY 21904 N’ to ’ wagon ‘RQAY 21904 R’.

NQAY 21905

04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘WHEEL SET’.
22.10.1990 Repair ‘WHEEL SET’.
26.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘WHEEL SET’.
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BOGIE COMPLETE’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1993 Repair ‘WHEEL SET’.
27.06.1994 Reclassified from wagon ‘NQAY 21905 W’ to ’ wagon ‘RQAY 21905 D’.

NQAY 21906

12.04.1991 Repair ‘HANDRAILS’.
28.05.1993 Repair ‘HANDRAILS END’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1994 Reclassified from wagon ‘NQAY 21906 X’ to ’ wagon ‘RQAY 21906 M’.

NQAY 21907

07.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.09.1990 Repair ‘HANDRAILS’.
22.10.1990 Repair ‘HANDRAILS’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘WHEEL SET’.
21.11.1991 Repair ‘WHEEL SET’.
17.08.1992 Repair ‘HANDRAILS’.
17.04.1993 Repair ‘SIDE STEP’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Reclassified from wagon ‘NQAY 21907 R’ to ’ wagon ‘RQAY 21907 V’.

NQAY 21908

14.05.1990 Repair ‘SIDE STEP’.
04.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1994 Reclassified from wagon ‘NQAY 21908 D’ to ’ wagon ‘RQAY 21908 H’.
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NQAY 21909

06.01.1990 Repair ‘HANDRAILS’.
26.07.1990 Repair ‘SIDE STEP’.
29.08.1990 Repair ‘SIDE STEP’.
04.11.1991 Repair ‘WHEEL SET’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘WHEEL SET’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘TWIST LOCK’.
15.03.1995 Reclassified from wagon ‘NQAY 21909 M’ to ’ wagon ‘RQAY 21909 Q’.

NQAY 21910

12.01.1990 Repair ‘HANDRAILS’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘WHEEL SET’.
25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘COUPLER KNUCKLE’.
25.09.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Repair ‘WHEEL SET’.
26.06.1994 Reclassified from wagon ‘NQAY 21910 X’ to ’ wagon ‘RQAY 21910 M’.

NQAY 21911

12.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1991 Repair ‘BRAKE BLOCK RB95’.
31.08.1994 Reclassified from wagon ‘NQAY 21911 R’ to ’ wagon ‘RQAY 21911 V’.

NQAY 21912

26.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.03.1995 Reclassified from wagon ‘NQAY 21912 D’ to ’ wagon ‘RQAY 21912 H’.

NQAY 21913

16.07.1990 Repair ‘BRAKE LEVER’.
23.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Reclassified from wagon ‘NQAY 21913 M’ to ’ wagon ‘RQAY 21913 Q’.
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NQAY 21914

13.11.1989 Repair ‘SIDE STEP’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
09.06.1990 Repair ‘TRAIN PIPE’.
25.05.1992 Repair ‘HANDRAILS’.
13.06.1994 Reclassified from wagon ‘NQAY 21914 V’ to ’ wagon ‘RQAY 21914 C’.

NQAY 21915

16.08.1989 Repair ‘HANDRAILS’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
28.09.1990 Repair ‘HANDRAILS’.
19.10.1991 Repair ‘STEP’.
08.08.1992 Repair ‘HANDRAILS’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQAY 21915 H’ to ’ wagon ‘RQAY 21915 L’.

NQAY 21916

25.04.1990 Repair ‘HANDRAILS’.
22.07.1991 Repair ‘HANDRAILS’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.05.1994 Reclassified from wagon ‘NQAY 21916 Q’ to ’ wagon ‘RQAY 21916 U’.

NQAY 21917

08.09.1989 Repair ‘BRAKE PULL ROD’.
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Repair ‘BRAKE LEVER’.
04.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘WHEEL SET’.
28.10.1992 Repair ‘HANDRAILS’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
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26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQAY 21917 C’ to ’ wagon ‘RQAY 21917 G’.

NQAY 21918

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE LEVER’.
05.12.1989 Repair ‘BRAKE PIN’.
05.12.1989 Repair ‘BRAKE PULL ROD’.
05.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
28.05.1990 Repair ‘HANDRAILS’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1991 Repair ‘BRAKE LEVER’.
10.07.1991 Repair ‘BRAKE PULL ROD’.
10.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
10.07.1991 Repair ‘EMPTY LOAD VALVE’.
10.07.1991 Repair ‘GRADE CONTROL VALVE’.
10.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
27.01.1994 Repair ‘TWIST LOCK’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Reclassified from wagon ‘NQAY 21918 L’ to ’ wagon ‘RQAY 21918 P’.

NQAY 21919

18.10.1989 Repair ‘SIDE STEP’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘WHEEL SET’.
13.06.1994 Reclassified from wagon ‘NQAY 21919 U’ to ’ wagon ‘RQAY 21919 B’.

NQAY 21920

26.02.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘HANDRAILS’.
16.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Reclassified from wagon ‘NQAY 21920 Q’ to ’ wagon ‘RQAY 21920 U’.
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NQAY 21921

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE BEARINGS’.
04.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘WHEEL SET’.
04.12.1989 Repair ‘WHEEL SET’.
06.06.1992 Repair ‘HANDRAILS’.
08.10.1993 Repair ‘HANDBRAKE HANDLE’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘VEHICLE COMPLETE’.
30.11.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘TWIST LOCK’.
03.03.1994 Repair ‘TWIST LOCK’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Reclassified from wagon ‘NQAY 21921 C’ to ’ wagon ‘RQAY 21921 G’.

NQAY 21922

Details: wagon ‘NQAY 21922 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

Capacity of 65 tonnes

07.03.1990 Repair ‘SIDE STEP’.
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘COUPLER KNUCKLE’.
21.07.1990 Repair ‘WHEEL SET’.

NQAY 21923

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
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17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BRAKE PULL ROD’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Reclassified from wagon ‘NQAY 21923 U’ to ’ wagon ‘RQAY 21923 B’.

NQAY 21924

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘WHEEL SET’.
21.03.1992 Repair ‘WHEEL SET’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Reclassified from wagon ‘NQAY 21924 G’ to ’ wagon ‘RQAY 21924 K’.

NQAY 21925

11.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE SPRING’.
24.06.1991 Repair ‘BOGIE WEAR PLATES’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘BRAKE PIN’.
24.06.1991 Repair ‘WHEEL SET’.
12.07.1991 Repair ‘STEP’.
09.10.1991 Repair ‘SIDE STEP’.
28.08.1993 Repair ‘BRAKE PULL ROD’.
28.08.1993 Repair ‘HANDRAILS’.
03.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1994 Repair ‘BRAKE PULL ROD’.
03.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Reclassified from wagon ‘NQAY 21925 P’ to ’ wagon ‘RQAY 21925 T’.

NQAY 21926

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘WHEEL SET’.

10129



2. TIMS GROUP INFORMATION - WAGONS

30.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.01.1991 Repair ‘SIDE STEP’.
12.03.1991 Repair ‘END BRAKE COCK’.
13.03.1991 Repair ‘END BRAKE COCK’.
17.07.1992 Repair ‘TWIST LOCK’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘WHEEL SET’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Reclassified from wagon ‘NQAY 21926 B’ to ’ wagon ‘RQAY 21926 F’.

NQAY 21927

22.02.1990 Repair ‘HANDRAILS’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘HANDBRAKE HANDLE’.
06.12.1993 Repair ‘BRAKE PULL ROD’.
28.09.1994 Reclassified from wagon ‘NQAY 21927 K’ to ’ wagon ‘RQAY 21927 Y’.

NQAY 21928

18.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘HANDRAILS’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
14.06.1993 Repair ‘BRAKE PULL ROD’.
21.06.1994 Reclassified from wagon ‘NQAY 21928 T’ to ’ wagon ‘RQAY 21928 A’.

NQAY 21929

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
31.08.1992 Repair ‘SIDE STEP’.
24.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1994 Reclassified from wagon ‘NQAY 21929 F’ to ’ wagon ‘RQAY 21929 J’.

NQAY 21930

20.08.1990 Repair ‘HANDRAILS’.
18.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘BRAKE PIN’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
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26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1994 Reclassified from wagon ‘NQAY 21930 B’ to ’ wagon ‘RQAY 21930 F’.

NQAY 21931

19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1993 Repair ‘SIDE STEP’.
05.12.1994 Reclassified from wagon ‘NQAY 21931 K’ to ’ wagon ‘RQAY 21931 Y’.

NQAY 21932

01.02.1990 Repair ‘SIDE STEP’.
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQAY 21932 T’ to ’ wagon ‘RQAY 21932 A’.

NQAY 21933

14.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘BRAKE PULL ROD’.
21.01.1992 Repair ‘HANDRAILS’.
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘COUPLER KNUCKLE’.
21.10.1992 Repair ‘EMPTY LOAD VALVE’.
21.10.1992 Repair ‘GRADE CONTROL VALVE’.
21.10.1992 Repair ‘WHEEL SET’.
16.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘END BRAKE COCK’.
17.12.1993 Repair ‘END HOSE’.
17.12.1993 Repair ‘SIDE STEP’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘GRADE CONTROL VALVE’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQAY 21933 F’ to ’ wagon ‘RQAY 21933 J’.
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NQAY 21934

18.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.03.1990 Repair ‘HANDRAILS’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE LEVER’.
23.08.1991 Repair ‘HANDRAILS’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1992 Repair ‘BRAKE PULL ROD’.
25.11.1992 Repair ‘WHEEL SET’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQAY 21934 Y’ to ’ wagon ‘RQAY 21934 S’.

NQAY 21935

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRAKE PIN’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1989 Repair ‘HANDRAILS’.
31.07.1989 Repair ‘SIDE STEP’.
31.07.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
31.05.1993 Repair ‘HANDRAILS’.
31.12.1993 Repair ‘TWIST LOCK’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Reclassified from wagon ‘NQAY 21935 A’ to ’ wagon ‘RQAY 21935 E’.

NQAY 21936

31.07.1989 Repair ‘SIDE STEP’.
03.08.1992 Repair ‘SIDE STEP’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
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06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘END HOSE’.
30.03.1993 Repair ‘HOSE FITTINGS’.
30.03.1993 Repair ‘TRAIN PIPE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQAY 21936 J’ to ’ wagon ‘RQAY 21936 N’.

NQAY 21937

27.03.1991 Repair ‘STEP’.
10.09.1991 Repair ‘END HOSE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘HANDRAILS’.
04.12.1993 Repair ‘SIDE STEP’.
16.12.1993 Repair ‘TWIST LOCK’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQAY 21937 S’ to ’ wagon ‘RQAY 21937 W’.

NQAY 21938

06.11.1991 Repair ‘SIDE STEP’.
14.10.1994 Reclassified from wagon ‘NQAY 21938 E’ to ’ wagon ‘RQAY 21938 X’.

NQAY 21939

Details: wagon ‘NQAY 21939 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

Capacity of 65 tonnes

17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.03.1990 Repair ‘BRAKE BLOCK RB95’.
17.03.1990 Repair ‘COUPLER COMPLETE’.
17.03.1990 Repair ‘EMPTY LOAD VALVE’.
17.03.1990 Repair ‘GRADE CONTROL VALVE’.

NQAY 21940

18.10.1989 Repair ‘HANDRAILS’.
18.10.1989 Repair ‘SIDE STEP’.
09.05.1990 Repair ‘HANDRAILS’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Reclassified from wagon ‘NQAY 21940 J’ to ’ wagon ‘RQAY 21940 N’.

NQAY 21941

30.09.1989 Repair ‘SIDE STEP’.
09.07.1990 Repair ‘HANDRAILS’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘WHEEL SET’.
24.12.1993 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
22.08.1994 Reclassified from wagon ‘NQAY 21941 S’ to ’ wagon ‘RQAY 21941 W’.

NQAY 21942

26.02.1990 Repair ‘HANDRAILS’.
07.05.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘HANDRAILS’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.08.1992 Repair ‘BRAKE PULL ROD’.
01.11.1994 Reclassified from wagon ‘NQAY 21942 E’ to ’ wagon ‘RQAY 21942 X’.

NQAY 21943

02.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1989 Repair ‘BOGIE SIDEFRAME’.
11.10.1989 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘SIDE STEP’.
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19.10.1991 Repair ‘STEP’.
29.06.1992 Repair ‘SIDE STEP’.
20.07.1992 Repair ‘SIDE STEP’.
21.06.1993 Repair ‘HANDRAILS’.
22.10.1993 Repair ‘SIDE STEP’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘HANDRAILS’.
19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1994 Reclassified from wagon ‘NQAY 21943 N’ to ’ wagon ‘RQAY 21943 R’.

NQAY 21944

24.08.1992 Repair ‘WHEEL SET’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Reclassified from wagon ‘NQAY 21944 W’ to ’ wagon ‘RQAY 21944 D’.

NQAY 21945

12.12.1989 Repair ‘HANDRAILS END’.
27.10.1990 Repair ‘BRAKE PULL ROD’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1994 Reclassified from wagon ‘NQAY 21945 X’ to ’ wagon ‘RQAY 21945 M’.

NQAY 21946

28.07.1989 Repair ‘HANDRAILS’.
03.04.1992 Repair ‘HANDRAILS’.
03.08.1992 Repair ‘HANDRAILS’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Reclassified from wagon ‘NQAY 21946 R’ to ’ wagon ‘RQAY 21946 V’.

NQAY 21947

23.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
17.02.1992 Repair ‘END HOSE’.
28.10.1994 Reclassified from wagon ‘NQAY 21947 D’ to ’ wagon ‘RQAY 21947 H’.
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NQAY 21948

22.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.06.1994 Reclassified from wagon ‘NQAY 21948 M’ to ’ wagon ‘RQAY 21948 Q’.

NQAY 21949

19.02.1990 Repair ‘END BRAKE COCK’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1990 Repair ‘HANDRAILS’.
28.06.1994 Reclassified from wagon ‘NQAY 21949 V’ to ’ wagon ‘RQAY 21949 C’.

NQAY 21950

26.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1990 Repair ‘SIDE STEP’.
14.11.1992 Repair ‘SIDE STEP’.
26.09.1994 Reclassified from wagon ‘NQAY 21950 R’ to ’ wagon ‘RQAY 21950 V’.

2.495 Wagon classification starting with ‘NQB’

NQBX 21014

Details: wagon ‘NQBX 21014 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21018

19.10.1988 Reclassified from wagon ‘NQBX 21018 Q’ to ’ wagon ‘NQDX 60094 S’.
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NQBX 21710

30.06.1987 Reclassified from wagon ‘NQBX 21710 Q’ to ’ wagon ‘NQEX 60105 L’.

NQBX 21713

Details: wagon ‘NQBX 21713 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21714

Details: wagon ‘NQBX 21714 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21720

19.10.1988 Reclassified from wagon ‘NQBX 21720 B’ to ’ wagon ‘NQEX 60115 T’.

NQBX 21722

Details: wagon ‘NQBX 21722 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21734

Details: wagon ‘NQBX 21734 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21740

Details: wagon ‘NQBX 21740 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21746

Details: wagon ‘NQBX 21746 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21752

Details: wagon ‘NQBX 21752 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21755

Details: wagon ‘NQBX 21755 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21756

Details: wagon ‘NQBX 21756 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21757

Details: wagon ‘NQBX 21757 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21758

30.06.1987 Reclassified from wagon ‘NQBX 21758 F’ to ’ wagon ‘NQEX 60153 K’.

NQBX 21759

Details: wagon ‘NQBX 21759 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21760

08.10.1987 Reclassified from wagon ‘NQBX 21760 K’ to ’ wagon ‘NQDX 60155 C’.

NQBX 21761

Details: wagon ‘NQBX 21761 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

NQBX 21763

Details: wagon ‘NQBX 21763 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

10.08.1988 Reclassified from wagon ‘NQBX 21763 Y’ to ’ wagon ‘NQEX 60158 J’.

NQBX 21764

Details: wagon ‘NQBX 21764 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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NQBX 21765

Details: wagon ‘NQBX 21765 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21766

Details: wagon ‘NQBX 21766 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21768

Details: wagon ‘NQBX 21768 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21769

09.09.1987 Reclassified from wagon ‘NQBX 21769 W’ to ’ wagon ‘NQEX 60164 E’.
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NQBX 21771

24.04.1987 Reclassified from wagon ‘NQBX 21771 E’ to ’ wagon ‘NQEX 60166 W’.

NQBX 21772

Details: wagon ‘NQBX 21772 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21773

Details: wagon ‘NQBX 21773 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21774

08.10.1987 Reclassified from wagon ‘NQBX 21774 X’ to ’ wagon ‘NQEX 60169 D’.

NQBX 21775

Details: wagon ‘NQBX 21775 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21776

Details: wagon ‘NQBX 21776 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21777

Details: wagon ‘NQBX 21777 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21779

Details: wagon ‘NQBX 21779 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21780

Details: wagon ‘NQBX 21780 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21782

19.10.1988 Reclassified from wagon ‘NQBX 21782 V’ to ’ wagon ‘NQEX 60177 Q’.

NQBX 21784

Details: wagon ‘NQBX 21784 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21786

09.03.1988 Reclassified from wagon ‘NQBX 21786 L’ to ’ wagon ‘NQDX 60181 N’.

NQBX 21787

30.06.1987 Reclassified from wagon ‘NQBX 21787 U’ to ’ wagon ‘NQEX 60182 C’.
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NQBX 21789

Details: wagon ‘NQBX 21789 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21790

30.06.1987 Reclassified from wagon ‘NQBX 21790 L’ to ’ wagon ‘NQEX 60185 G’.

NQBX 21791

Details: wagon ‘NQBX 21791 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21793

Details: wagon ‘NQBX 21793 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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NQBX 21797

Details: wagon ‘NQBX 21797 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21800

19.10.1988 Reclassified from wagon ‘NQBX 21800 P’ to ’ wagon ‘NQEX 60195 Y’.

NQBX 21801

Details: wagon ‘NQBX 21801 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21804

08.10.1987 Reclassified from wagon ‘NQBX 21804 F’ to ’ wagon ‘NQDX 60199 B’.

NQBX 21807

Details: wagon ‘NQBX 21807 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21811

Details: wagon ‘NQBX 21811 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21813

Details: wagon ‘NQBX 21813 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21814

30.06.1987 Reclassified from wagon ‘NQBX 21814 N’ to ’ wagon ‘NQEX 60209 X’.

NQBX 21815

19.10.1988 Reclassified from wagon ‘NQBX 21815 W’ to ’ wagon ‘NQEX 60210 E’.

NQBX 21816

Details: wagon ‘NQBX 21816 X’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21817

Details: wagon ‘NQBX 21817 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21818

Details: wagon ‘NQBX 21818 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21820

Details: wagon ‘NQBX 21820 X’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21823

Details: wagon ‘NQBX 21823 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21824

Details: wagon ‘NQBX 21824 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21825

19.10.1988 Reclassified from wagon ‘NQBX 21825 H’ to ’ wagon ‘NQEX 60220 M’.

NQBX 21826

Details: wagon ‘NQBX 21826 Q’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21827

Details: wagon ‘NQBX 21827 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBX 21828

Details: wagon ‘NQBX 21828 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

30.12.1987 Reclassified from wagon ‘NQBX 21828 L’ to ’ wagon ‘NQDX 60223 N’.
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NQBX 21829

Details: wagon ‘NQBX 21829 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQBY 14962

30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14962 G’
24.06.1992 Repair ‘VEHICLE RECLASSIFY’.
24.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14962 S’
26.02.1993 Repair ‘VEHICLE RECLASSIFY’.
26.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14962 S’
18.03.1993 Repair ‘SIDE STEP’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.

NQBY 15002

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15002 Q’
21.06.1993 Repair ‘BRAKE PULL ROD’.
14.06.1994 Reclassified from wagon ‘NQBY 15002 A’ to ’ wagon ‘RQBY 15002 E’.

NQBY 15003

18.10.1992 Repair ‘VEHICLE RECLASSIFY’.
18.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15003 Y’
28.09.1994 Reclassified from wagon ‘NQBY 15003 J’ to ’ wagon ‘RQBY 15003 N’.

NQBY 15004

14.08.1992 Repair ‘VEHICLE RECLASSIFY’.
14.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15004 L’
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12.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1994 Reclassified from wagon ‘NQBY 15004 S’ to ’ wagon ‘RQBY 15004 W’.

NQBY 15005

04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15005 U’
25.07.1994 Reclassified from wagon ‘NQBY 15005 E’ to ’ wagon ‘RQBY 15005 X’.

NQBY 15006

14.04.1992 Reclassified from wagon ‘NQBY 15006 N’ to ’ wagon ‘NQSY 15006 S’.
21.06.1994 Reclassified from wagon ‘NQBY 15006 N’ to ’ wagon ‘RQBY 15006 R’.

NQBY 15007

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15007 E’
21.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.12.1992 Repair ‘YOKE CARRIER’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQBY 15007 W’ to ’ wagon ‘RQBY 15007 D’.

NQBY 15008

25.07.1992 Repair ‘VEHICLE RECLASSIFY’.
25.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15008 N’
13.09.1993 Repair ‘BRAKE LEVER’.
13.09.1993 Repair ‘BRAKE PIN’.
14.09.1994 Reclassified from wagon ‘NQBY 15008 X’ to ’ wagon ‘RQBY 15008 M’.

NQBY 15009

08.11.1992 Repair ‘VEHICLE RECLASSIFY’.
08.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15009 W’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Reclassified from wagon ‘NQBY 15009 R’ to ’ wagon ‘RQBY 15009 V’.

NQBY 15010

08.07.1992 Repair ‘VEHICLE RECLASSIFY’.
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08.07.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 15010 G’

29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘WHEEL SET’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Reclassified from wagon ‘NQBY 15010 N’ to ’ wagon ‘RQBY 15010 R’.

NQBY 15011

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15011 P’
15.09.1994 Reclassified from wagon ‘NQBY 15011 W’ to ’ wagon ‘RQBY 15011 D’.

NQBY 15012

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15012 N’
12.11.1993 Repair ‘HANDBRAKE HANDLE’.
25.07.1994 Reclassified from wagon ‘NQBY 15012 X’ to ’ wagon ‘RQBY 15012 M’.

NQBY 15013

27.10.1992 Repair ‘VEHICLE RECLASSIFY’.
27.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15013 W’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘WHEEL SET’.
10.10.1994 Reclassified from wagon ‘NQBY 15013 R’ to ’ wagon ‘RQBY 15013 V’.

NQBY 15014

17.02.1994 Repair ‘VEHICLE RECLASSIFY’.
17.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15014 X’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQBY 15014 D’ to ’ wagon ‘RQBY 15014 H’.

NQBY 15015

20.03.1993 Repair ‘VEHICLE RECLASSIFY’.
20.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15015 R’
04.10.1993 Repair ‘SIDE STEP’.
18.05.1994 Reclassified from wagon ‘NQBY 15015 M’ to ’ wagon ‘RQBY 15015 Q’.

NQBY 15016

09.10.1992 Repair ‘VEHICLE RECLASSIFY’.
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09.10.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 15016 D’

27.07.1994 Reclassified from wagon ‘NQBY 15016 V’ to ’ wagon ‘RQBY 15016 C’.

NQBY 15017

09.05.1992 Repair ‘VEHICLE RECLASSIFY’.
09.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15017 A’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Reclassified from wagon ‘NQBY 15017 H’ to ’ wagon ‘RQBY 15017 L’.

NQBY 15018

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15018 J’
03.06.1993 Repair ‘YOKE CARRIER’.
14.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.10.1994 Reclassified from wagon ‘NQBY 15018 Q’ to ’ wagon ‘RQBY 15018 U’.

NQBY 15019

20.11.1992 Repair ‘VEHICLE RECLASSIFY’.
20.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15019 H’
15.08.1994 Reclassified from wagon ‘NQBY 15019 C’ to ’ wagon ‘RQBY 15019 G’.

NQBY 15020

15.10.1992 Repair ‘VEHICLE RECLASSIFY’.
15.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15020 D’
11.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1994 Reclassified from wagon ‘NQBY 15020 V’ to ’ wagon ‘RQBY 15020 C’.

NQBY 15021

11.02.1993 Repair ‘VEHICLE RECLASSIFY’.
11.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15021 M’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Reclassified from wagon ‘NQBY 15021 H’ to ’ wagon ‘RQBY 15021 L’.

NQBY 15022

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
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16.09.1993 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 15022 V’

15.07.1994 Reclassified from wagon ‘NQBY 15022 Q’ to ’ wagon ‘RQBY 15022 U’.

NQBY 15023

12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15023 S’
20.06.1992 Repair ‘END BRAKE COCK’.
29.11.1993 Repair ‘BRAKE PULL ROD’.
17.05.1994 Reclassified from wagon ‘NQBY 15023 C’ to ’ wagon ‘RQBY 15023 G’.

NQBY 15024

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15024 Q’
17.08.1994 Reclassified from wagon ‘NQBY 15024 L’ to ’ wagon ‘RQBY 15024 P’.

NQBY 15025

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15025 N’
03.11.1993 Repair ‘SIDE STEP’.
27.08.1994 Reclassified from wagon ‘NQBY 15025 U’ to ’ wagon ‘RQBY 15025 B’.

NQBY 15026

12.06.1993 Repair ‘VEHICLE RECLASSIFY’.
12.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15026 L’
16.09.1994 Reclassified from wagon ‘NQBY 15026 G’ to ’ wagon ‘RQBY 15026 K’.

NQBY 15027

28.07.1992 Repair ‘VEHICLE RECLASSIFY’.
28.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15027 X’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQBY 15027 P’ to ’ wagon ‘RQBY 15027 T’.

NQBY 15028

05.05.1992 Repair ‘VEHICLE RECLASSIFY’.
05.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15028 R’
02.06.1993 Repair ‘SIDE STEP’.
12.11.1993 Repair ‘SIDE STEP’.
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13.04.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Reclassified from wagon ‘NQBY 15028 B’ to ’ wagon ‘RQBY 15028 F’.

NQBY 15029

01.08.1992 Repair ‘VEHICLE RECLASSIFY’.
01.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15029 D’
03.11.1994 Reclassified from wagon ‘NQBY 15029 K’ to ’ wagon ‘RQBY 15029 Y’.

NQBY 15030

24.07.1992 Repair ‘VEHICLE RECLASSIFY’.
24.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15030 W’
22.12.1992 Repair ‘WHEEL SET’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘WHEEL SET’.
09.08.1993 Repair ‘SIDE STEP’.
05.07.1994 Reclassified from wagon ‘NQBY 15030 G’ to ’ wagon ‘RQBY 15030 K’.

NQBY 15031

Details: wagon ‘NQBY 15031 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 15031 U
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.02.1994 Repair ‘VEHICLE RECLASSIFY’.
22.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15031 U’

NQBY 15032

15.10.1992 Repair ‘VEHICLE RECLASSIFY’.

10157



2. TIMS GROUP INFORMATION - WAGONS

15.10.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 15032 G’

24.12.1993 Repair ‘BRAKE PULL ROD’.
24.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Reclassified from wagon ‘NQBY 15032 B’ to ’ wagon ‘RQBY 15032 F’.

NQBY 15033

05.08.1992 Repair ‘VEHICLE RECLASSIFY’.
05.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15033 D’
03.04.1993 Repair ‘HANDRAILS’.
12.06.1993 Repair ‘SIDE STEP’.
20.10.1994 Reclassified from wagon ‘NQBY 15033 K’ to ’ wagon ‘RQBY 15033 Y’.

NQBY 15034

21.04.1992 Repair ‘VEHICLE RECLASSIFY’.
21.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15034 M’
26.10.1994 Reclassified from wagon ‘NQBY 15034 T’ to ’ wagon ‘RQBY 15034 A’.

NQBY 15036

28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15036 H’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1992 Repair ‘BRAKE BLOCK RB95’.
02.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1992 Repair ‘TWIST LOCK’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Reclassified from wagon ‘NQBY 15036 Y’ to ’ wagon ‘RQBY 15036 S’.

NQBY 15037

18.07.1992 Repair ‘VEHICLE RECLASSIFY’.
18.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15037 Q’
26.10.1994 Reclassified from wagon ‘NQBY 15037 A’ to ’ wagon ‘RQBY 15037 E’.

NQBY 15038

24.03.1992 Repair ‘VEHICLE RECLASSIFY’.
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24.03.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 15038 Y’

23.01.1995 Reclassified from wagon ‘NQBY 15038 J’ to ’ wagon ‘RQBY 15038 N’.

NQBY 15039

03.10.1992 Repair ‘VEHICLE RECLASSIFY’.
03.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15039 A’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘WHEEL SET’.
28.09.1994 Reclassified from wagon ‘NQBY 15039 S’ to ’ wagon ‘RQBY 15039 W’.

NQBY 15041

20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15041 Q’
11.06.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
26.06.1994 Reclassified from wagon ‘NQBY 15041 A’ to ’ wagon ‘RQBY 15041 E’.

NQBY 15042

21.04.1992 Repair ‘VEHICLE RECLASSIFY’.
21.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15042 C’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
07.11.1994 Reclassified from wagon ‘NQBY 15042 J’ to ’ wagon ‘RQBY 15042 N’.

NQBY 15043

23.06.1992 Repair ‘VEHICLE RECLASSIFY’.
23.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15043 L’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Reclassified from wagon ‘NQBY 15043 S’ to ’ wagon ‘RQBY 15043 W’.

NQBY 15045

01.10.1992 Repair ‘VEHICLE RECLASSIFY’.
01.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15045 S’
18.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.04.1994 Reclassified from wagon ‘NQBY 15045 N’ to ’ wagon ‘RQBY 15045 R’.
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NQBY 15047

17.06.1992 Repair ‘VEHICLE RECLASSIFY’.
17.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15047 B’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BEARINGS’.
06.11.1992 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘HANDRAILS’.
13.11.1994 Reclassified from wagon ‘NQBY 15047 X’ to ’ wagon ‘RQBY 15047 M’.

NQBY 15048

20.10.1993 Repair ‘VEHICLE RECLASSIFY’.
20.10.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15048 W’
22.11.1993 Repair ‘HANDRAILS’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQBY 15048 R’ to ’ wagon ‘RQBY 15048 V’.

NQBY 15049

05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15049 X’
18.02.1993 Repair ‘SIDE STEP’.
09.06.1994 Reclassified from wagon ‘NQBY 15049 D’ to ’ wagon ‘RQBY 15049 H’.

NQBY 15050

24.03.1992 Repair ‘VEHICLE RECLASSIFY’.
24.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15050 P’
26.03.1992 Repair ‘END HOSE’.
04.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQBY 15050 W’ to ’ wagon ‘RQBY 15050 D’.

NQBY 15051

14.09.1992 Repair ‘VEHICLE RECLASSIFY’.
14.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15051 N’
22.03.1993 Repair ‘SIDE STEP’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘WHEEL SET’.
16.11.1994 Reclassified from wagon ‘NQBY 15051 X’ to ’ wagon ‘RQBY 15051 M’.
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NQBY 15052

14.08.1992 Repair ‘VEHICLE RECLASSIFY’.
14.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15052 K’
24.06.1994 Reclassified from wagon ‘NQBY 15052 R’ to ’ wagon ‘RQBY 15052 V’.

NQBY 15053

06.08.1992 Repair ‘VEHICLE RECLASSIFY’.
06.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15053 X’
18.06.1993 Repair ‘BRAKE PULL ROD’.
14.06.1994 Reclassified from wagon ‘NQBY 15053 D’ to ’ wagon ‘RQBY 15053 H’.

2.496 Wagon classification starting with ‘NQC’

NQCX 14472

05.07.1988 Reclassified from wagon ‘NQCX 14472 X’ to ’ wagon ‘NQIX 14472 D’.

NQCX 14473

Details: wagon ‘NQCX 14473 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

NQCX 14474

Details: wagon ‘NQCX 14474 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

11.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
06.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

NQCX 14476

Details: wagon ‘NQCX 14476 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQCX 14477

Details: wagon ‘NQCX 14477 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQCX 14481

Details: wagon ‘NQCX 14481 H’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

NQCX 14483

22.10.1990 Repair ‘BOGIE BEARINGS’.

NQCX 14485

Details: wagon ‘NQCX 14485 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

29.01.1991 Repair ‘HANDRAILS’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘VEHICLE STENCILS’.

NQCX 14488

Details: wagon ‘NQCX 14488 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

NQCX 14489

Details: wagon ‘NQCX 14489 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQCX 14492

Details: wagon ‘NQCX 14492 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

NQCX 14495

Details: wagon ‘NQCX 14495 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

NQCX 14498

Details: wagon ‘NQCX 14498 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

NQCX 14499

Details: wagon ‘NQCX 14499 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

2.497 Wagon classification starting with ‘NQD’

NQDX 21707

09.09.1987 Reclassified from wagon ‘NQDX 21707 X’ to ’ wagon ‘NQEX 60102 H’.
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NQDX 21725

Details: wagon ‘NQDX 21725 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NXFI

Capacity of 49 tonnes

NQDX 21729

Details: wagon ‘NQDX 21729 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NXFI

Capacity of 49 tonnes

NQDX 21761

Details: wagon ‘NQDX 21761 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXFZ

Capacity of 49 tonnes

NQDX 21770

Details: wagon ‘NQDX 21770 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NXFI

Capacity of 49 tonnes

NQDX 21783

Details: wagon ‘NQDX 21783 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NXFI

Capacity of 49 tonnes
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NQDX 21805

Details: wagon ‘NQDX 21805 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NXFI

Capacity of 49 tonnes

03.02.1995 Repair ‘VEHICLE COMPLETE’.

NQDX 60087

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘HANDRAILS’.
02.10.1990 Repair ‘HANDRAILS’.
11.05.1991 Reclassified from wagon ‘NQDX 60087 Y’ to ’ wagon ‘NKDX 60087 C’.

NQDX 60094

07.06.1991 Repair ‘HANDRAILS’.
10.07.1993 Reclassified from wagon ‘NQDX 60094 S’ to ’ wagon ‘NKDX 60094 G’.

NQDX 60098

Details: wagon ‘NQDX 60098 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21703 N
BSG Code: NXFQ

Capacity of 49 tonnes

03.09.1990 Repair ‘SIDE BEARER’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.05.1991 Repair ‘SIDE BEARER’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.

NQDX 60107

17.12.1991 Repair ‘VEHICLE RECLASSIFY’.
17.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60107 Y’
22.05.1992 Reclassified from wagon ‘NQDX 60107 D’ to ’ wagon ‘NKDX 60107 Y’.

NQDX 60115

17.07.1989 Repair ‘VEHICLE RECLASSIFY’.
17.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60115 T’
17.09.1989 Reclassified from wagon ‘NQDX 60115 Q’ to ’ wagon ‘NQEX 60115 T’.

NQDX 60116

05.05.1991 Reclassified from wagon ‘NQDX 60116 C’ to ’ wagon ‘NKDX 60116 N’.

NQDX 60119

08.09.1990 Reclassified from wagon ‘NQDX 60119 G’ to ’ wagon ‘NKDX 60119 R’.

NQDX 60121

08.04.1990 Reclassified from wagon ‘NQDX 60121 L’ to ’ wagon ‘NKQX 60121 P’.

NQDX 60122

24.10.1989 Repair ‘HANDRAILS’.
11.12.1991 Reclassified from wagon ‘NQDX 60122 U’ to ’ wagon ‘NKDX 60122 X’.
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NQDX 60126

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
25.02.1992 Reclassified from wagon ‘NQDX 60126 K’ to ’ wagon ‘NKDX 60126 V’.

NQDX 60128

13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE PULL ROD’.
13.05.1991 Repair ‘END HOSE’.
13.05.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Repair ‘WEAR PLATES & SADDLES’.
02.05.1992 Reclassified from wagon ‘NQDX 60128 F’ to ’ wagon ‘NKDX 60128 Q’.

NQDX 60130

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE COMPLETE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘TRAIN PIPE (END)’.
26.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Repair ‘SIDE STEP’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1992 Reclassified from wagon ‘NQDX 60130 K’ to ’ wagon ‘NKDX 60130 V’.

NQDX 60132

11.05.1991 Reclassified from wagon ‘NQDX 60132 F’ to ’ wagon ‘NKDX 60132 Q’.

NQDX 60134

28.09.1991 Reclassified from wagon ‘NQDX 60134 A’ to ’ wagon ‘NKDX 60134 L’.

NQDX 60140

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘BRAKE PULL ROD’.
30.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1990 Repair ‘TRAIN PIPE (END)’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1991 Reclassified from wagon ‘NQDX 60140 S’ to ’ wagon ‘NKDX 60140 G’.
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NQDX 60143

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1991 Reclassified from wagon ‘NQDX 60143 W’ to ’ wagon ‘NKDX 60143 K’.

NQDX 60144

28.09.1989 Repair ‘SIDE STEP’.
04.05.1991 Reclassified from wagon ‘NQDX 60144 X’ to ’ wagon ‘NKDX 60144 T’.

NQDX 60145

04.09.1989 Repair ‘SIDE STEP’.

NQDX 60152

25.02.1992 Reclassified from wagon ‘NQDX 60152 V’ to ’ wagon ‘NKDX 60152 J’.

NQDX 60155

29.02.1992 Reclassified from wagon ‘NQDX 60155 C’ to ’ wagon ‘NKDX 60155 N’.

NQDX 60158

31.10.1989 Repair ‘HANDRAILS’.
10.08.1991 Reclassified from wagon ‘NQDX 60158 G’ to ’ wagon ‘NKDX 60158 R’.

NQDX 60169

31.05.1994 Reclassified from wagon ‘NQDX 60169 A’ to ’ wagon ‘RQRX 60169 A’.

NQDX 60181

26.09.1991 Reclassified from wagon ‘NQDX 60181 N’ to ’ wagon ‘NKDX 60181 B’.

NQDX 60190

05.07.1989 Repair ‘HANDRAILS’.
21.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘HANDRAILS’.
17.01.1992 Reclassified from wagon ‘NQDX 60190 M’ to ’ wagon ‘NKDX 60190 A’.

NQDX 60193

31.01.1992 Reclassified from wagon ‘NQDX 60193 Q’ to ’ wagon ‘NKDX 60193 E’.
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NQDX 60199

Details: wagon ‘NQDX 60199 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQBX 21804
BSG Code: NXFI

Capacity of 49 tonnes

17.07.1990 Repair ‘BRAKE BLOCK RB95’.

NQDX 60205

27.11.1992 Repair ‘VEHICLE RECLASSIFY’.
27.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60205 D’
26.03.1993 Reclassified from wagon ‘NQDX 60205 P’ to ’ wagon ‘NKDX 60205 D’.

NQDX 60213

18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘AXLEBOX’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Reclassified from wagon ‘NQDX 60213 F’ to ’ wagon ‘NKDX 60213 Q’.

NQDX 60217

27.11.1992 Repair ‘VEHICLE RECLASSIFY’.
27.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60217 G’
22.01.1993 Reclassified from wagon ‘NQDX 60217 S’ to ’ wagon ‘NKDX 60217 G’.
19.02.1993 Repair ‘VEHICLE RECLASSIFY’.
19.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60217 G’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
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NQDX 60223

28.12.1989 Repair ‘END HOSE’.
05.02.1990 Repair ‘SIDE STEP’.
23.02.1990 Repair ‘SIDE STEP’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘END HOSE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Repair ‘SIDE STEP’.
20.04.1991 Reclassified from wagon ‘NQDX 60223 N’ to ’ wagon ‘NKDX 60223 B’.

2.498 Wagon classification starting with ‘NQE’

NQEX 60079

01.12.1989 Reclassified from wagon ‘NQEX 60079 E’ to ’ wagon ‘NQMW 60079 B’.

NQEX 60080

15.08.1994 Reclassified from wagon ‘NQEX 60080 A’ to ’ wagon ‘RQRX 60080 U’.

NQEX 60081

15.08.1994 Reclassified from wagon ‘NQEX 60081 J’ to ’ wagon ‘RQRX 60081 G’.

NQEX 60082

15.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.11.1994 Reclassified from wagon ‘NQEX 60082 S’ to ’ wagon ‘RQRX 60082 P’.

NQEX 60083

07.07.1989 Repair ‘HANDRAILS’.
21.12.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1996 Reclassified from wagon ‘NQEX 60083 E’ to ’ wagon ‘RQRX 60083 B’.

NQEX 60084

16.07.1994 Reclassified from wagon ‘NQEX 60084 N’ to ’ wagon ‘RQRX 60084 K’.

NQEX 60085

27.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1989 Repair ‘HANDBRAKE HANDLE’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.11.1989 Repair ‘BOGIE COMPLETE’.
30.05.1994 Reclassified from wagon ‘NQEX 60085 W’ to ’ wagon ‘RQRX 60085 T’.

NQEX 60086

03.11.1994 Reclassified from wagon ‘NQEX 60086 X’ to ’ wagon ‘RQRX 60086 F’.

NQEX 60087

16.09.1987 Reclassified from wagon ‘NQEX 60087 R’ to ’ wagon ‘NQDX 60087 Y’.

NQEX 60088

02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1994 Reclassified from wagon ‘NQEX 60088 D’ to ’ wagon ‘RQRX 60088 A’.

NQEX 60089

09.04.1990 Repair ‘END HOSE’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘WHEEL SET’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘SIDE BEARER’.
31.08.1994 Reclassified from wagon ‘NQEX 60089 M’ to ’ wagon ‘RQRX 60089 J’.

NQEX 60090

27.07.1990 Repair ‘HANDRAILS’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Reclassified from wagon ‘NQEX 60090 X’ to ’ wagon ‘RQRX 60090 F’.

NQEX 60091

03.03.1995 Reclassified from wagon ‘NQEX 60091 R’ to ’ wagon ‘RQRX 60091 Y’.
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NQEX 60092

29.09.1994 Reclassified from wagon ‘NQEX 60092 D’ to ’ wagon ‘RQRX 60092 A’.

NQEX 60093

12.02.1995 Reclassified from wagon ‘NQEX 60093 M’ to ’ wagon ‘RQRX 60093 J’.

NQEX 60095

25.06.1991 Repair ‘END HOSE’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Reclassified from wagon ‘NQEX 60095 H’ to ’ wagon ‘RQRX 60095 E’.

NQEX 60096

16.07.1994 Reclassified from wagon ‘NQEX 60096 Q’ to ’ wagon ‘RQRX 60096 N’.

NQEX 60097

13.12.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1995 Reclassified from wagon ‘NQEX 60097 C’ to ’ wagon ‘RQRX 60097 W’.

NQEX 60099

09.01.1995 Reclassified from wagon ‘NQEX 60099 U’ to ’ wagon ‘RQRX 60099 R’.

NQEX 60100

09.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.05.1994 Reclassified from wagon ‘NQEX 60100 M’ to ’ wagon ‘RQRX 60100 J’.

NQEX 60101

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘EMPTY LOAD VALVE’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘VEHICLE STENCILS’.
25.04.1992 Repair ‘SIDE STEP’.
27.04.1992 Repair ‘FLOOR SHEETING’.
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31.05.1994 Reclassified from wagon ‘NQEX 60101 V’ to ’ wagon ‘RQRX 60101 S’.

NQEX 60102

03.06.1991 Repair ‘HANDRAILS’.
03.05.1992 Repair ‘HANDRAILS’.
29.09.1994 Reclassified from wagon ‘NQEX 60102 H’ to ’ wagon ‘RQRX 60102 E’.

NQEX 60103

18.07.1990 Reclassified from wagon ‘NQEX 60103 Q’ to ’ wagon ‘NKEX 60103 E’.

NQEX 60104

Details: wagon ‘NQEX 60104 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21709
BSG Code: NXQQ

Capacity of 53 tonnes

12.10.1990 Repair ‘BOGIE BEARINGS’.

NQEX 60105

18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
30.05.1994 Reclassified from wagon ‘NQEX 60105 L’ to ’ wagon ‘RQRX 60105 X’.

NQEX 60106

25.07.1994 Reclassified from wagon ‘NQEX 60106 U’ to ’ wagon ‘RQRX 60114 H’.

NQEX 60108

07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BOLSTER’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQEX 60108 P’ to ’ wagon ‘RQRX 60108 M’.
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NQEX 60109

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
30.05.1994 Reclassified from wagon ‘NQEX 60109 B’ to ’ wagon ‘RQRX 60109 V’.

NQEX 60110

23.01.1995 Reclassified from wagon ‘NQEX 60110 U’ to ’ wagon ‘RQRX 60110 R’.

NQEX 60111

11.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.05.1990 Repair ‘END HOSE’.
15.08.1994 Reclassified from wagon ‘NQEX 60111 G’ to ’ wagon ‘RQRX 60111 D’.

NQEX 60112

29.12.1989 Repair ‘HANDRAILS’.
29.12.1989 Repair ‘SIDE STEP’.
10.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
10.03.1990 Repair ‘BRAKE LEVER’.
10.03.1990 Repair ‘BRAKE PIN’.
10.03.1990 Repair ‘COUPLER KNUCKLE’.
10.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.03.1990 Repair ‘EMPTY LOAD VALVE’.
10.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1995 Reclassified from wagon ‘NQEX 60112 P’ to ’ wagon ‘RQRX 60112 M’.

NQEX 60113

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE SPRING’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1994 Reclassified from wagon ‘NQEX 60113 B’ to ’ wagon ‘RQRX 60113 V’.
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NQEX 60114

25.07.1994 Reclassified from wagon ‘NQEX 60114 K’ to ’ wagon ‘RQRX 60106 R’.

NQEX 60115

17.07.1989 Reclassified from wagon ‘NQEX 60115 T’ to ’ wagon ‘NQDX 60115 Q’.
17.09.1989 Repair ‘VEHICLE RECLASSIFY’.
17.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60115 Q’
10.12.1990 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
14.09.1994 Reclassified from wagon ‘NQEX 60115 T’ to ’ wagon ‘RQRX 60115 Q’.

NQEX 60117

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘END HOSE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘TRAIN PIPE (END)’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘WEAR PLATES & SADDLES’.
01.01.1990 Repair ‘SIDE STEP’.
17.05.1991 Repair ‘END HOSE’.
30.01.1995 Reclassified from wagon ‘NQEX 60117 Y’ to ’ wagon ‘RQRX 60117 L’.

NQEX 60118

Details: wagon ‘NQEX 60118 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 53 tonnes
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NQEX 60120

10.11.1994 Reclassified from wagon ‘NQEX 60120 F’ to ’ wagon ‘RQRX 60120 C’.

NQEX 60123

27.07.1990 Repair ‘HANDRAILS’.
27.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1994 Reclassified from wagon ‘NQEX 60123 J’ to ’ wagon ‘RQRX 60123 G’.

NQEX 60124

22.11.1991 Repair ‘TWIST LOCK’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Reclassified from wagon ‘NQEX 60124 S’ to ’ wagon ‘RQRX 60124 P’.

NQEX 60125

22.07.1994 Reclassified from wagon ‘NQEX 60125 E’ to ’ wagon ‘RQRX 60125 B’.

NQEX 60127

25.10.1990 Repair ‘BOGIE BEARINGS’.
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘END HOSE’.
16.07.1994 Reclassified from wagon ‘NQEX 60127 W’ to ’ wagon ‘RQRX 60127 T’.

NQEX 60129

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Repair ‘YOKE CARRIER’.
04.11.1990 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘TRAIN PIPE (END)’.
31.08.1994 Reclassified from wagon ‘NQEX 60129 R’ to ’ wagon ‘RQRX 60129 Y’.

NQEX 60131

06.10.1994 Reclassified from wagon ‘NQEX 60131 W’ to ’ wagon ‘RQRX 60131 T’.

NQEX 60133

23.05.1990 Repair ‘BRAKE PIN’.
23.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1994 Reclassified from wagon ‘NQEX 60133 R’ to ’ wagon ‘RQRX 60133 Y’.
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NQEX 60135

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1994 Reclassified from wagon ‘NQEX 60135 M’ to ’ wagon ‘RQRX 60135 J’.

NQEX 60136

03.07.1989 Repair ‘HANDRAILS’.
06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘STRIKING CASTING’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.08.1989 Repair ‘HANDRAILS’.
19.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘END HOSE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1992 Repair ‘HANDRAILS’.
30.05.1994 Reclassified from wagon ‘NQEX 60136 V’ to ’ wagon ‘RQRX 60136 S’.

NQEX 60137

08.07.1990 Reclassified from wagon ‘NQEX 60137 H’ to ’ wagon ‘NKEX 60137 S’.

NQEX 60138

24.02.1991 Repair ‘SIDE STEP’.
14.09.1994 Reclassified from wagon ‘NQEX 60138 Q’ to ’ wagon ‘RQRX 60138 N’.

NQEX 60139

14.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1995 Reclassified from wagon ‘NQEX 60139 C’ to ’ wagon ‘RQRX 60139 W’.
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NQEX 60141

26.05.1995 Reclassified from wagon ‘NQEX 60141 H’ to ’ wagon ‘RQRX 60141 E’.

NQEX 60146

02.08.1989 Repair ‘END HOSE’.
14.09.1994 Reclassified from wagon ‘NQEX 60146 G’ to ’ wagon ‘RQRX 60146 D’.

NQEX 60147

05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE COMPLETE’.
05.02.1990 Repair ‘EMPTY LOAD VALVE’.
05.02.1990 Repair ‘END BRAKE COCK’.
05.02.1990 Repair ‘GRADE CONTROL VALVE’.
05.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1990 Repair ‘WEAR PLATES & SADDLES’.
21.03.1996 Reclassified from wagon ‘NQEX 60147 P’ to ’ wagon ‘RQRX 60147 M’.

NQEX 60148

05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BRAKE BLOCK OTHER’.
05.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘END BRAKE COCK’.
05.01.1990 Repair ‘END HOSE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
14.08.1990 Repair ‘END HOSE’.
19.11.1990 Repair ‘HANDRAILS’.
24.01.1995 Reclassified from wagon ‘NQEX 60148 B’ to ’ wagon ‘RQRX 60148 V’.

NQEX 60149

17.08.1990 Repair ‘SIDE STEP’.
19.09.1994 Reclassified from wagon ‘NQEX 60149 K’ to ’ wagon ‘RQRX 60149 H’.

NQEX 60150

21.01.1990 Repair ‘SIDE STEP’.
22.07.1994 Reclassified from wagon ‘NQEX 60150 G’ to ’ wagon ‘RQRX 60150 D’.

NQEX 60151

15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1993 Repair ‘WHEEL SET’.
31.05.1994 Reclassified from wagon ‘NQEX 60151 P’ to ’ wagon ‘RQRX 60151 M’.

NQEX 60153

12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1994 Reclassified from wagon ‘NQEX 60153 K’ to ’ wagon ‘RQRX 60153 H’.

NQEX 60154

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘END BRAKE COCK’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.03.1990 Repair ‘END HOSE’.
09.10.1990 Repair ‘END BRAKE COCK’.
09.10.1990 Repair ‘END HOSE’.
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE BLOCK OTHER’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
24.01.1995 Reclassified from wagon ‘NQEX 60154 T’ to ’ wagon ‘RQRX 60154 Q’.

NQEX 60156

29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.02.1992 Repair ‘HANDRAILS’.
11.11.1992 Repair ‘HANDRAILS’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQEX 60156 Y’ to ’ wagon ‘RQRX 60156 L’.

NQEX 60157

14.07.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1994 Reclassified from wagon ‘NQEX 60157 A’ to ’ wagon ‘RQRX 60157 U’.

NQEX 60158

19.10.1988 Reclassified from wagon ‘NQEX 60158 J’ to ’ wagon ‘NQDX 60158 G’.
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NQEX 60159

28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1995 Reclassified from wagon ‘NQEX 60159 S’ to ’ wagon ‘RQRX 60159 P’.

NQEX 60160

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.02.1990 Repair ‘BRAKE LEVER’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQEX 60160 Y’ to ’ wagon ‘RQRX 60160 L’.

NQEX 60161

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1990 Repair ‘TOP CENTRE PLATE’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1990 Repair ‘VEHICLE COMPLETE’.
10.01.1990 Repair ‘STRIKING CASTING’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.09.1990 Repair ‘HANDRAILS’.
06.12.1991 Repair ‘HANDRAILS’.
23.08.1992 Repair ‘HANDRAILS’.
11.02.1993 Repair ‘HANDRAILS’.
31.05.1994 Reclassified from wagon ‘NQEX 60161 A’ to ’ wagon ‘RQRX 60161 U’.

NQEX 60162

19.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
11.11.1994 Reclassified from wagon ‘NQEX 60162 J’ to ’ wagon ‘RQRX 60162 G’.

NQEX 60163

09.01.1995 Reclassified from wagon ‘NQEX 60163 S’ to ’ wagon ‘RQRX 60163 P’.
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NQEX 60164

06.12.1991 Repair ‘HANDRAILS’.
13.03.1992 Repair ‘HANDRAILS’.
13.03.1992 Repair ‘SIDE STEP’.
31.05.1994 Reclassified from wagon ‘NQEX 60164 E’ to ’ wagon ‘RQRX 60164 B’.

NQEX 60165

17.10.1994 Reclassified from wagon ‘NQEX 60165 N’ to ’ wagon ‘RQRX 60165 K’.

NQEX 60166

01.12.1990 Repair ‘HANDRAILS’.
21.12.1990 Repair ‘END BRAKE COCK’.
30.06.1995 Reclassified from wagon ‘NQEX 60166 W’ to ’ wagon ‘RQRX 60166 T’.

NQEX 60167

31.05.1990 Repair ‘END BRAKE COCK’.
31.05.1990 Repair ‘END HOSE’.
11.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1995 Reclassified from wagon ‘NQEX 60167 X’ to ’ wagon ‘RQRX 60167 F’.

NQEX 60168

Details: wagon ‘NQEX 60168 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 53 tonnes

NQEX 60170

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BRAKE LEVER’.
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04.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘TWIST LOCK’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘END HOSE’.
18.04.1990 Repair ‘TOP CENTRE PLATE’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Reclassified from wagon ‘NQEX 60170 W’ to ’ wagon ‘RQRX 60170 T’.

NQEX 60171

08.06.1994 Reclassified from wagon ‘NQEX 60171 X’ to ’ wagon ‘RQRX 60171 F’.

NQEX 60172

07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
21.05.1990 Repair ‘SIDE STEP’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQEX 60172 R’ to ’ wagon ‘RQRX 60172 Y’.

NQEX 60173

29.08.1990 Reclassified from wagon ‘NQEX 60173 D’ to ’ wagon ‘NKEX 60173 Y’.

NQEX 60174

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.10.1989 Repair ‘END HOSE’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1991 Repair ‘END HOSE’.
09.01.1995 Reclassified from wagon ‘NQEX 60174 M’ to ’ wagon ‘RQRX 60174 J’.

NQEX 60176

15.08.1994 Reclassified from wagon ‘NQEX 60176 H’ to ’ wagon ‘RQRX 60176 E’.

NQEX 60177

12.12.1989 Repair ‘END HOSE’.
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31.08.1994 Reclassified from wagon ‘NQEX 60177 Q’ to ’ wagon ‘RQRX 60177 N’.

NQEX 60178

25.10.1990 Repair ‘SIDE STEP’.
15.11.1990 Repair ‘STRIKING CASTING’.
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1992 Repair ‘BRAKE BLOCK RB95’.
25.07.1994 Reclassified from wagon ‘NQEX 60178 C’ to ’ wagon ‘RQRX 60178 W’.

NQEX 60179

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Reclassified from wagon ‘NQEX 60179 L’ to ’ wagon ‘RQRX 60179 X’.

NQEX 60182

27.02.1991 Repair ‘VEHICLE STENCILS’.
21.08.1995 Reclassified from wagon ‘NQEX 60182 C’ to ’ wagon ‘RQRX 60182 W’.

NQEX 60183

21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BRAKE LEVER’.
21.02.1991 Repair ‘BRANCH PIPE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Reclassified from wagon ‘NQEX 60183 L’ to ’ wagon ‘RQRX 60183 X’.

NQEX 60184

10.07.1989 Repair ‘HANDRAILS’.
01.09.1989 Repair ‘END HOSE’.
07.06.1990 Repair ‘HANDRAILS’.
18.01.1992 Repair ‘SIDE STEP’.
29.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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30.05.1994 Reclassified from wagon ‘NQEX 60184 U’ to ’ wagon ‘RQRX 60184 R’.

NQEX 60185

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘WHEEL SET’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
13.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1994 Reclassified from wagon ‘NQEX 60185 G’ to ’ wagon ‘RQRX 60185 D’.

NQEX 60186

23.01.1990 Repair ‘END HOSE’.
08.06.1991 Reclassified from wagon ‘NQEX 60186 P’ to ’ wagon ‘NKEX 60186 D’.

NQEX 60187

13.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1994 Reclassified from wagon ‘NQEX 60187 B’ to ’ wagon ‘RQRX 60187 V’.

NQEX 60188

14.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘HANDRAILS’.
25.04.1990 Repair ‘HANDRAILS’.

NQEX 60189

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
09.06.1994 Reclassified from wagon ‘NQEX 60189 T’ to ’ wagon ‘RQRX 60189 Q’.

NQEX 60191

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.

10187



2. TIMS GROUP INFORMATION - WAGONS

03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
30.09.1990 Reclassified from wagon ‘NQEX 60191 B’ to ’ wagon ‘NKEX 60191 M’.

NQEX 60192

05.02.1991 Repair ‘END BRAKE COCK’.
14.09.1994 Reclassified from wagon ‘NQEX 60192 K’ to ’ wagon ‘RQRX 60192 H’.

NQEX 60194

31.08.1991 Reclassified from wagon ‘NQEX 60194 F’ to ’ wagon ‘NKEX 60194 Q’.

NQEX 60195

Details: wagon ‘NQEX 60195 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21800 P
BSG Code: NXQQ

Capacity of 53 tonnes

19.11.1990 Repair ‘COUPLER TRIGGER LEVER’.

NQEX 60196

29.11.1991 Repair ‘HANDRAILS’.
29.11.1991 Repair ‘SIDE STEP’.
16.07.1994 Reclassified from wagon ‘NQEX 60196 A’ to ’ wagon ‘RQRX 60196 U’.

NQEX 60198

10.05.1995 Reclassified from wagon ‘NQEX 60198 S’ to ’ wagon ‘RQRX 60198 P’.

NQEX 60200

04.05.1992 Repair ‘SIDE STEP’.
21.08.1995 Reclassified from wagon ‘NQEX 60200 T’ to ’ wagon ‘RQRX 60200 Q’.
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NQEX 60201

01.04.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Reclassified from wagon ‘NQEX 60201 F’ to ’ wagon ‘RQRX 60201 C’.

NQEX 60202

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘SIDE STEP’.
21.02.1991 Repair ‘BOGIE BEARINGS’.
21.02.1991 Repair ‘WHEEL SET’.
05.07.1995 Reclassified from wagon ‘NQEX 60202 Y’ to ’ wagon ‘RQRX 60202 L’.

NQEX 60203

02.11.1990 Reclassified from wagon ‘NQEX 60203 A’ to ’ wagon ‘NKEX 60203 L’.

NQEX 60204

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BRAKE BLOCK RB95’.
15.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.05.1994 Reclassified from wagon ‘NQEX 60204 J’ to ’ wagon ‘RQRX 60204 G’.

NQEX 60206

23.11.1994 Reclassified from wagon ‘NQEX 60206 E’ to ’ wagon ‘RQRX 60206 B’.

NQEX 60207

12.04.1990 Repair ‘END HOSE’.
24.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1994 Reclassified from wagon ‘NQEX 60207 N’ to ’ wagon ‘RQRX 60207 K’.

NQEX 60208

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
01.09.1989 Repair ‘HANDRAILS’.
11.11.1994 Reclassified from wagon ‘NQEX 60208 W’ to ’ wagon ‘RQRX 60208 T’.
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NQEX 60209

09.03.1990 Repair ‘END BRAKE COCK’.
09.03.1990 Repair ‘END HOSE’.
31.05.1994 Reclassified from wagon ‘NQEX 60209 X’ to ’ wagon ‘RQRX 60209 F’.

NQEX 60210

31.05.1994 Reclassified from wagon ‘NQEX 60210 E’ to ’ wagon ‘RQRX 60210 B’.

NQEX 60211

13.04.1991 Repair ‘SIDE STEP’.
25.10.1994 Reclassified from wagon ‘NQEX 60211 N’ to ’ wagon ‘RQRX 60211 K’.

NQEX 60212

26.02.1990 Repair ‘HANDRAILS’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘END HOSE’.
18.07.1991 Repair ‘STRIKING CASTING’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘BOGIE COMPLETE’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘END BRAKE COCK’.
27.11.1991 Repair ‘TRAIN PIPE (END)’.
27.11.1991 Repair ‘TRAIN PIPE’.
27.11.1991 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Reclassified from wagon ‘NQEX 60212 W’ to ’ wagon ‘RQRX 60212 T’.

NQEX 60213

18.04.1988 Reclassified from wagon ‘NQEX 60213 X’ to ’ wagon ‘NQDX 60213 F’.

NQEX 60214

31.08.1994 Reclassified from wagon ‘NQEX 60214 R’ to ’ wagon ‘RQRX 60214 Y’.

NQEX 60215

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1990 Repair ‘END BRAKE COCK’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.12.1990 Repair ‘TRAIN PIPE (END)’.
12.02.1995 Reclassified from wagon ‘NQEX 60215 D’ to ’ wagon ‘RQRX 60215 A’.

NQEX 60216

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1995 Reclassified from wagon ‘NQEX 60216 M’ to ’ wagon ‘RQRX 60216 J’.

NQEX 60218

20.08.1990 Repair ‘STEP’.
10.10.1990 Repair ‘BOGIE BEARINGS’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.12.1994 Reclassified from wagon ‘NQEX 60218 H’ to ’ wagon ‘RQRX 60218 E’.

NQEX 60219

16.06.1994 Reclassified from wagon ‘NQEX 60219 Q’ to ’ wagon ‘RQRX 60219 N’.

NQEX 60220

24.04.1990 Repair ‘SIDE STEP’.
02.12.1991 Repair ‘WHEEL SET’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Reclassified from wagon ‘NQEX 60220 M’ to ’ wagon ‘RQRX 60220 J’.

NQEX 60221

12.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Reclassified from wagon ‘NQEX 60221 V’ to ’ wagon ‘RQRX 60221 S’.

NQEX 60222

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

NQEX 60224

04.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1994 Reclassified from wagon ‘NQEX 60224 C’ to ’ wagon ‘RQRX 60224 W’.
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2.499 Wagon classification starting with ‘NQF’

NQFX 21491

Details: wagon ‘NQFX 21491 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

27.11.1989 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Repair ‘BRAKE LEVER’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1990 Repair ‘BRAKE LEVER’.
10.08.1990 Repair ‘BRAKE PULL ROD’.
10.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.

NQFX 21492

Details: wagon ‘NQFX 21492 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.03.1990 Repair ‘TRAIN PIPE (END)’.
07.03.1990 Repair ‘TRAIN PIPE’.
17.04.1991 Repair ‘SIDE STEP’.
21.04.1991 Repair ‘HANDRAILS END’.
06.01.1992 Repair ‘HANDRAILS’.
16.02.1992 Repair ‘HANDRAILS’.
16.02.1992 Repair ‘HANDRAILS’.

NQFX 21493

Details: wagon ‘NQFX 21493 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21494

Details: wagon ‘NQFX 21494 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Repair ‘COUPLER COMPLETE’.
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03.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQFX 21495

Details: wagon ‘NQFX 21495 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21496

Details: wagon ‘NQFX 21496 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

18.01.1990 Repair ‘TWIST LOCK’.
27.11.1990 Repair ‘BOGIE COMPLETE’.

NQFX 21497

Details: wagon ‘NQFX 21497 T’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

21.11.1989 Repair ‘BRAKE BLOCK RB95’.

NQFX 21498

Details: wagon ‘NQFX 21498 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

20.08.1989 Repair ‘HANDRAILS’.
20.08.1989 Repair ‘HANDRAILS’.
16.03.1992 Repair ‘HANDRAILS’.

NQFX 21499

Details: wagon ‘NQFX 21499 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

07.12.1991 Repair ‘HANDRAILS’.

NQFX 21500

Details: wagon ‘NQFX 21500 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21501

Details: wagon ‘NQFX 21501 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21502

Details: wagon ‘NQFX 21502 B’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

12.09.1990 Repair ‘SIDE STEP’.

NQFX 21503

Details: wagon ‘NQFX 21503 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
13.12.1989 Repair ‘EMPTY LOAD VALVE’.
13.12.1989 Repair ‘GRADE CONTROL VALVE’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
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13.12.1989 Repair ‘WHEEL SET’.
21.05.1990 Repair ‘SIDE STEP’.
08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.

NQFX 21504

Details: wagon ‘NQFX 21504 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘TRAIN PIPE (END)’.

NQFX 21505

Details: wagon ‘NQFX 21505 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.11.1989 Repair ‘BOGIE SPRING’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.12.1989 Repair ‘SIDE STEP’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BOGIE SIDEFRAME’.
06.11.1990 Repair ‘BRAKE PULL ROD’.
06.11.1990 Repair ‘END HOSE’.
06.11.1990 Repair ‘TRAIN PIPE (END)’.
06.11.1990 Repair ‘TRAIN PIPE’.
06.11.1990 Repair ‘YOKE CARRIER’.
17.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQFX 21506

Details: wagon ‘NQFX 21506 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21507

Details: wagon ‘NQFX 21507 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2870mm
BSG Code: NXQQ

Capacity of 57 tonnes

NQFX 21508

Details: wagon ‘NQFX 21508 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Repair ‘WHEEL SET’.

NQFX 21509

Details: wagon ‘NQFX 21509 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

13.01.1992 Repair ‘HANDRAILS’.
15.01.1992 Repair ‘SIDE STEP’.
21.11.1993 Repair ‘HANDRAILS’.

NQFX 21510

Details: wagon ‘NQFX 21510 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21511

Details: wagon ‘NQFX 21511 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘TRAIN PIPE (END)’.
09.02.1990 Repair ‘WHEEL SET’.
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NQFX 21512

Details: wagon ‘NQFX 21512 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE BEARINGS’.
16.10.1989 Repair ‘BOGIE SPRING’.
16.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Repair ‘TWIST LOCK’.

NQFX 21513

Details: wagon ‘NQFX 21513 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

21.10.1991 Repair ‘SIDE STEP’.
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NQFX 21514

Details: wagon ‘NQFX 21514 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.

NQFX 21515

Details: wagon ‘NQFX 21515 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQFX 21516

Details: wagon ‘NQFX 21516 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21517

Details: wagon ‘NQFX 21517 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21518

Details: wagon ‘NQFX 21518 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

20.11.1989 Repair ‘BRAKE BLOCK RB95’.
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NQFX 21519

Details: wagon ‘NQFX 21519 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21520

Details: wagon ‘NQFX 21520 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

14.07.1992 Repair ‘HANDRAILS’.
14.07.1992 Repair ‘SIDE STEP’.
30.11.1992 Repair ‘HANDRAILS’.
11.02.1993 Repair ‘SIDE STEP’.
09.05.1993 Repair ‘HANDRAILS’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.

NQFX 21521

Details: wagon ‘NQFX 21521 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21522

Details: wagon ‘NQFX 21522 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

NQFX 21523

Details: wagon ‘NQFX 21523 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21524

Details: wagon ‘NQFX 21524 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21525

Details: wagon ‘NQFX 21525 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘SIDE STEP’.
24.08.1992 Repair ‘SIDE STEP’.

NQFX 21526

Details: wagon ‘NQFX 21526 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQFX 21527

Details: wagon ‘NQFX 21527 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.

NQFX 21528

Details: wagon ‘NQFX 21528 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXQZ

Capacity of 57 tonnes

28.01.1992 Repair ‘HANDRAILS’.
14.02.1992 Repair ‘SIDE STEP’.
14.02.1992 Repair ‘SIDE STEP’.
21.06.1992 Repair ‘HANDRAILS’.
22.06.1992 Repair ‘HANDRAILS’.
11.08.1992 Repair ‘HANDRAILS’.
11.08.1992 Repair ‘SIDE STEP’.
03.02.1993 Repair ‘HANDRAILS’.

NQFX 21529

Details: wagon ‘NQFX 21529 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘END BRAKE COCK’.

NQFX 21530

Details: wagon ‘NQFX 21530 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

09.12.1989 Repair ‘WHEEL SET’.
18.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘HANDRAILS’.

NQFX 21531

Details: wagon ‘NQFX 21531 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

13.04.1990 Repair ‘BRAKE LEVER’.
13.04.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1990 Repair ‘BOGIE BEARINGS’.
28.02.1991 Repair ‘SIDE STEP’.
11.03.1991 Repair ‘SIDE STEP’.
12.03.1991 Repair ‘SIDE STEP’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.05.1993 Repair ‘BRAKE LEVER’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘TRAIN PIPE (END)’.
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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NQFX 21532

Details: wagon ‘NQFX 21532 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘VEHICLE COMPLETE’.
04.07.1989 Repair ‘VEHICLE COMPLETE’.
22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
22.07.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1990 Repair ‘BRAKE BLOCK RB95’.

NQFX 21533

Details: wagon ‘NQFX 21533 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21534

Details: wagon ‘NQFX 21534 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

05.04.1990 Repair ‘HANDRAILS’.
27.08.1990 Repair ‘HANDRAILS’.
12.02.1992 Repair ‘SIDE STEP’.

NQFX 21535

Details: wagon ‘NQFX 21535 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
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NQFX 21536

Details: wagon ‘NQFX 21536 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21537

Details: wagon ‘NQFX 21537 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21538

Details: wagon ‘NQFX 21538 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQFX 21539

Details: wagon ‘NQFX 21539 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘SIDE STEP’.

NQFX 21540

Details: wagon ‘NQFX 21540 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.03.1992 Repair ‘BRAKE BLOCK RB95’.
27.03.1992 Repair ‘SIDE STEP’.
26.04.1993 Repair ‘SIDE STEP’.
26.04.1993 Repair ‘SIDE STEP’.
26.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘WHEEL SET’.
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘EMPTY LOAD VALVE’.
09.11.1993 Repair ‘GRADE CONTROL VALVE’.

NQFX 21541

Details: wagon ‘NQFX 21541 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21542

Details: wagon ‘NQFX 21542 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘STRIKING CASTING’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘WEAR PLATES & SADDLES’.
19.02.1991 Repair ‘SIDE STEP’.
28.02.1991 Repair ‘SIDE STEP’.
29.03.1991 Repair ‘SIDE STEP’.

NQFX 21543

Details: wagon ‘NQFX 21543 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

25.10.1990 Repair ‘BRAKE LEVER’.

NQFX 21544

Details: wagon ‘NQFX 21544 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21545

Details: wagon ‘NQFX 21545 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQFX 21546

Details: wagon ‘NQFX 21546 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

06.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1989 Repair ‘SIDE STEP’.
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06.11.1989 Repair ‘SIDE STEP’.
25.02.1990 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘END BRAKE COCK’.

NQFX 21547

Details: wagon ‘NQFX 21547 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

22.10.1992 Repair ‘HANDRAILS’.

NQFX 21548

Details: wagon ‘NQFX 21548 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

15.04.1994 Repair ‘VEHICLE COMPLETE’.

NQFX 21549

Details: wagon ‘NQFX 21549 E’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘SIDE STEP’.
16.05.1991 Repair ‘SIDE STEP’.

NQFX 21550

Details: wagon ‘NQFX 21550 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE PIN’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘END COMPLETE’.
23.02.1991 Repair ‘SIDE STEP’.
18.01.1993 Repair ‘TWIST LOCK’.

NQFX 21551

Details: wagon ‘NQFX 21551 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.06.1992 Repair ‘SIDE STEP’.

NQFX 21552

Details: wagon ‘NQFX 21552 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

21.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘CENTRE SILL’.
05.02.1992 Repair ‘END BRAKE COCK’.
05.02.1992 Repair ‘END SILL’.
05.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.

NQFX 21553

Details: wagon ‘NQFX 21553 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.

NQFX 21554

Details: wagon ‘NQFX 21554 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

20.11.1989 Repair ‘BRAKE BLOCK RB95’.

NQFX 21555

Details: wagon ‘NQFX 21555 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

01.04.1990 Repair ‘TRAIN PIPE’.
22.05.1991 Repair ‘BOGIE SPRING’.
22.05.1991 Repair ‘WHEEL SET’.

NQFX 21556

Details: wagon ‘NQFX 21556 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘END BRAKE COCK’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRANCH PIPE’.

NQFX 21557

Details: wagon ‘NQFX 21557 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21558

Details: wagon ‘NQFX 21558 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21559

Details: wagon ‘NQFX 21559 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21560

Details: wagon ‘NQFX 21560 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21561

Details: wagon ‘NQFX 21561 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.

NQFX 21562

Details: wagon ‘NQFX 21562 D’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

06.02.1993 Repair ‘SIDE STEP’.

NQFX 21563

Details: wagon ‘NQFX 21563 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21564

Details: wagon ‘NQFX 21564 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21565

Details: wagon ‘NQFX 21565 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

14.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.10.1990 Repair ‘COUPLER TRIGGER LEVER’.

NQFX 21566

Details: wagon ‘NQFX 21566 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

14.10.1990 Repair ‘SIDE STEP’.
15.02.1991 Repair ‘SIDE STEP’.
26.07.1991 Repair ‘SIDE STEP’.

NQFX 21567

Details: wagon ‘NQFX 21567 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘BRAKE LEVER’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘WEAR PLATES & SADDLES’.
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQFX 21568

Details: wagon ‘NQFX 21568 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

11.02.1991 Repair ‘SIDE STEP’.
19.09.1991 Repair ‘SIDE STEP’.

NQFX 21569

Details: wagon ‘NQFX 21569 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

03.08.1989 Repair ‘TWIST LOCK’.
23.12.1993 Repair ‘HANDRAILS’.

NQFX 21570

Details: wagon ‘NQFX 21570 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.

NQFX 21571

Details: wagon ‘NQFX 21571 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

15.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1990 Repair ‘END HOSE’.

NQFX 21572

Details: wagon ‘NQFX 21572 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

07.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQFX 21573

Details: wagon ‘NQFX 21573 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21574

Details: wagon ‘NQFX 21574 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘COUPLER COMPLETE’.
15.03.1990 Repair ‘TRAIN PIPE (END)’.
15.03.1990 Repair ‘TRAIN PIPE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘SIDE STEP’.

NQFX 21575

Details: wagon ‘NQFX 21575 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
17.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Repair ‘HANDRAILS’.
16.10.1992 Repair ‘HANDRAILS’.

NQFX 21576

Details: wagon ‘NQFX 21576 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21577

Details: wagon ‘NQFX 21577 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

09.08.1992 Repair ‘HANDRAILS’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘SIDE STEP’.
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NQFX 21578

Details: wagon ‘NQFX 21578 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21579

Details: wagon ‘NQFX 21579 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.11.1989 Repair ‘SIDE STEP’.
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1990 Repair ‘BOGIE COMPLETE’.
20.01.1991 Repair ‘HANDRAILS’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
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13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
16.12.1993 Repair ‘TWIST LOCK’.

NQFX 21580

Details: wagon ‘NQFX 21580 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

17.02.1991 Repair ‘SIDE STEP’.

NQFX 21581

Details: wagon ‘NQFX 21581 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

18.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘END HOSE’.
12.12.1991 Repair ‘VEHICLE STENCILS’.
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NQFX 21582

Details: wagon ‘NQFX 21582 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.

NQFX 21583

Details: wagon ‘NQFX 21583 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

21.07.1989 Repair ‘BRAKE BLOCK RB95’.

NQFX 21584

Details: wagon ‘NQFX 21584 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21585

Details: wagon ‘NQFX 21585 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘BRAKE PULL ROD’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQFX 21586

Details: wagon ‘NQFX 21586 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.02.1993 Repair ‘BOGIE SPRING’.
19.02.1993 Repair ‘SIDE STEP’.

NQFX 21587

Details: wagon ‘NQFX 21587 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21588

Details: wagon ‘NQFX 21588 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

07.09.1989 Repair ‘BRAKE BLOCK RB95’.
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NQFX 21589

Details: wagon ‘NQFX 21589 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘COUPLER COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER COMPLETE’.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQFX 21590

Details: wagon ‘NQFX 21590 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21591

Details: wagon ‘NQFX 21591 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQFX 21592

Details: wagon ‘NQFX 21592 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

12.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQFX 21593

Details: wagon ‘NQFX 21593 N’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

31.07.1990 Repair ‘VEHICLE COMPLETE’.

NQFX 21594

Details: wagon ‘NQFX 21594 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Repair ‘BRAKE LEVER’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQFX 21595

Details: wagon ‘NQFX 21595 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21596

Details: wagon ‘NQFX 21596 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21597

Details: wagon ‘NQFX 21597 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21598

Details: wagon ‘NQFX 21598 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

24.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘SIDE STEP’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.

NQFX 21599

Details: wagon ‘NQFX 21599 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21600

Details: wagon ‘NQFX 21600 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard

10241



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21601

Details: wagon ‘NQFX 21601 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘SIDE STEP’.
03.09.1992 Repair ‘SIDE STEP’.

NQFX 21602

Details: wagon ‘NQFX 21602 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 57 tonnes

25.11.1989 Repair ‘BRAKE BLOCK RB95’.

NQFX 21603

Details: wagon ‘NQFX 21603 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21604

Details: wagon ‘NQFX 21604 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BEARINGS’.
04.10.1989 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘BOGIE BEARINGS’.
04.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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NQFX 21605

Details: wagon ‘NQFX 21605 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1989 Repair ‘END COMPLETE’.
27.05.1990 Repair ‘HANDRAILS’.
24.08.1991 Repair ‘SIDE STEP’.
03.08.1992 Repair ‘HANDRAILS’.
02.01.1993 Repair ‘SIDE STEP’.

NQFX 21606

Details: wagon ‘NQFX 21606 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21607

Details: wagon ‘NQFX 21607 H’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21608

Details: wagon ‘NQFX 21608 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

25.06.1990 Repair ‘HANDBRAKE HANDLE’.

NQFX 21609

Details: wagon ‘NQFX 21609 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21610

Details: wagon ‘NQFX 21610 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘WHEEL SET’.
20.04.1993 Repair ‘HANDRAILS’.

NQFX 21611

Details: wagon ‘NQFX 21611 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

29.11.1992 Repair ‘HANDRAILS’.

NQFX 21612

Details: wagon ‘NQFX 21612 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.

NQFX 21613

Details: wagon ‘NQFX 21613 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2870mm
BSG Code: NXQQ

Capacity of 57 tonnes

22.04.1990 Repair ‘BRAKE BLOCK RB95’.

NQFX 21614

Details: wagon ‘NQFX 21614 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987

10247



2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘WHEEL SET’.
11.05.1993 Repair ‘SIDE STEP’.

NQFX 21615

Details: wagon ‘NQFX 21615 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

06.12.1991 Repair ‘STEP’.

NQFX 21616

Details: wagon ‘NQFX 21616 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21617

Details: wagon ‘NQFX 21617 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

05.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQFX 21618

Details: wagon ‘NQFX 21618 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

28.12.1989 Repair ‘END HOSE’.
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NQFX 21619

Details: wagon ‘NQFX 21619 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘SIDE STEP’.

NQFX 21620

Details: wagon ‘NQFX 21620 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

11.12.1989 Repair ‘SIDE STEP’.
12.02.1990 Repair ‘SIDE STEP’.
19.02.1990 Repair ‘SIDE STEP’.
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NQFX 21621

Details: wagon ‘NQFX 21621 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21622

Details: wagon ‘NQFX 21622 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

06.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
09.08.1992 Repair ‘SIDE STEP’.

NQFX 21623

Details: wagon ‘NQFX 21623 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

21.05.1990 Repair ‘SIDE STEP’.
04.01.1992 Repair ‘END BRAKE COCK’.

NQFX 21624

Details: wagon ‘NQFX 21624 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21625

Details: wagon ‘NQFX 21625 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

22.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NQFX 21626

Details: wagon ‘NQFX 21626 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Repair ‘SIDE STEP’.

NQFX 21627

Details: wagon ‘NQFX 21627 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
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NQFX 21628

Details: wagon ‘NQFX 21628 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

28.11.1990 Repair ‘BOGIE COMPLETE’.
26.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQFX 21629

Details: wagon ‘NQFX 21629 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘DRAFT GEAR POCKET’.
10.04.1990 Repair ‘END HOSE’.
10.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Repair ‘SIDE STEP’.
10.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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NQFX 21630

Details: wagon ‘NQFX 21630 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21631

Details: wagon ‘NQFX 21631 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

30.03.1990 Repair ‘SIDE STEP’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘END BRAKE COCK’.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Repair ‘SIDE STEP’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘TRAIN PIPE (END)’.
29.01.1992 Repair ‘WEAR PLATES & SADDLES’.
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NQFX 21632

Details: wagon ‘NQFX 21632 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

NQFX 21633

Details: wagon ‘NQFX 21633 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

23.03.1990 Repair ‘HANDRAILS’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘TRAIN PIPE’.
04.04.1991 Repair ‘STEP’.

NQFX 21634

Details: wagon ‘NQFX 21634 E’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

NQFX 21635

Details: wagon ‘NQFX 21635 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

22.05.1992 Repair ‘SIDE STEP’.

NQFX 21636

Details: wagon ‘NQFX 21636 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Repair ‘SIDE STEP’.
30.09.1991 Repair ‘HANDRAILS’.

NQFX 21637

Details: wagon ‘NQFX 21637 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BRANCH PIPE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘END BRAKE COCK’.
26.11.1990 Repair ‘END HOSE’.
26.11.1990 Repair ‘HANDRAILS’.
26.11.1990 Repair ‘WHEEL SET’.
20.09.1991 Repair ‘SIDE STEP’.

NQFX 21638

Details: wagon ‘NQFX 21638 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

07.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1991 Repair ‘BOGIE COMPLETE’.

NQFX 21639

Details: wagon ‘NQFX 21639 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

17.01.1992 Repair ‘HANDRAILS’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BEARERS’.
06.02.1992 Repair ‘SIDE BEARER’.

NQFX 21640

Details: wagon ‘NQFX 21640 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes
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NQFX 21641

Details: wagon ‘NQFX 21641 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21642

Details: wagon ‘NQFX 21642 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

18.06.1992 Repair ‘HANDRAILS END’.

NQFX 21643

Details: wagon ‘NQFX 21643 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B

10260



2.499. Wagon classification starting with ‘NQF’

Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 57 tonnes

02.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQFX 21644

Details: wagon ‘NQFX 21644 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

NQFX 21645

Details: wagon ‘NQFX 21645 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 57 tonnes

11.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQFX 21646

Details: wagon ‘NQFX 21646 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

21.12.1992 Repair ‘SIDE STEP’.

NQFX 21647

Details: wagon ‘NQFX 21647 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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NQFX 21648

Details: wagon ‘NQFX 21648 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘SIDE STEP’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Repair ‘TWIST LOCK’.

NQFX 21649

Details: wagon ‘NQFX 21649 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

12.03.1990 Repair ‘SIDE STEP’.
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NQFX 21650

Details: wagon ‘NQFX 21650 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 57 tonnes

02.03.1990 Repair ‘COUPLER KNUCKLE’.

NQFX 21758

Details: wagon ‘NQFX 21758 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 57 tonnes

2.500 Wagon classification starting with ‘NQG’

NQGW 22001

30.03.1992 Repair ‘WHEEL SET’.
30.01.1995 Reclassified from wagon ‘NQGW 22001 X’ to ’ wagon ‘RQJW 22001 V’.
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NQGW 22002

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22002 T’
15.11.1991 Repair ‘END HOSE’.
18.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Repair ‘EMPTY LOAD VALVE’.
07.10.1993 Repair ‘GRADE CONTROL VALVE’.
07.10.1993 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘WHEEL SET’.
17.11.1994 Reclassified from wagon ‘NQGW 22002 R’ to ’ wagon ‘RQJW 22002 H’.

NQGY 34424

14.05.1991 Repair ‘VEHICLE RECLASSIFY’.
14.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34424 N’
01.03.1993 Repair ‘SIDE STEP’.
14.06.1994 Reclassified from wagon ‘NQGY 34424 M’ to ’ wagon ‘RQGY 34424 Q’.

NQGY 34425

14.03.1991 Repair ‘VEHICLE RECLASSIFY’.
14.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34425 W’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘WHEEL SET’.
14.07.1993 Repair ‘END HOSE’.
24.09.1994 Reclassified from wagon ‘NQGY 34425 V’ to ’ wagon ‘RQGY 34425 C’.

NQGY 34429

27.07.1991 Reclassified from wagon ‘NQGY 34429 L’ to ’ wagon ‘NQSY 34429 B’.
31.07.1991 Reclassified from wagon ‘NQGY 34429 L’ to ’ wagon ‘RQGY 34429 B’.
10.11.1994 Reclassified from wagon ‘NQGY 34429 L’ to ’ wagon ‘RQGY 34429 P’.

NQGY 34430

21.12.1990 Reclassified from wagon ‘NQGY 34430 H’ to ’ wagon ‘NQSY 34430 U’.
09.09.1994 Reclassified from wagon ‘NQGY 34430 H’ to ’ wagon ‘RQGY 34430 L’.

NQGY 34432

17.04.1991 Repair ‘VEHICLE RECLASSIFY’.
17.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34432 D’
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24.04.1991 Repair ‘HANDRAILS’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘WHEEL SET’.
17.05.1994 Reclassified from wagon ‘NQGY 34432 C’ to ’ wagon ‘RQGY 34432 G’.

NQGY 34433

15.01.1991 Repair ‘VEHICLE RECLASSIFY’.
15.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34433 M’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Repair ‘WHEEL SET’.
22.05.1994 Reclassified from wagon ‘NQGY 34433 L’ to ’ wagon ‘RQGY 34433 P’.

NQGY 34434

17.04.1991 Repair ‘VEHICLE RECLASSIFY’.
17.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34434 V’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘SIDE STEP’.
08.07.1994 Reclassified from wagon ‘NQGY 34434 U’ to ’ wagon ‘RQGY 34434 B’.

NQGY 34435

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34435 T’
14.08.1991 Repair ‘SIDE STEP’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Reclassified from wagon ‘NQGY 34435 G’ to ’ wagon ‘RQGY 34435 K’.

NQGY 34438

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34438 L’
12.09.1992 Repair ‘HANDBRAKE HANDLE’.
28.06.1994 Reclassified from wagon ‘NQGY 34438 K’ to ’ wagon ‘RQGY 34438 Y’.

NQGY 34439

26.08.1992 Reclassified from wagon ‘NQGY 34439 T’ to ’ wagon ‘NQSY 34439 J’.
30.12.1994 Reclassified from wagon ‘NQGY 34439 T’ to ’ wagon ‘RQGY 34439 A’.
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NQGY 34440

26.02.1991 Repair ‘VEHICLE RECLASSIFY’.
26.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34440 F’
09.09.1994 Reclassified from wagon ‘NQGY 34440 P’ to ’ wagon ‘RQGY 34440 T’.

NQGY 34460

Details: wagon ‘NQGY 34460 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34460
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQGY 34470

24.03.1991 Repair ‘VEHICLE RECLASSIFY’.
24.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34470 R’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
26.06.1994 Reclassified from wagon ‘NQGY 34470 Q’ to ’ wagon ‘RQGY 34470 U’.

NQGY 34471

15.03.1991 Repair ‘VEHICLE RECLASSIFY’.
15.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34471 D’
01.11.1993 Repair ‘HANDBRAKE HANDLE’.
28.09.1994 Reclassified from wagon ‘NQGY 34471 C’ to ’ wagon ‘RQGY 34471 G’.
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NQGY 34473

17.01.1991 Repair ‘VEHICLE RECLASSIFY’.
17.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34473 V’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRAKE PULL ROD’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1992 Repair ‘SIDE STEP’.
10.09.1994 Reclassified from wagon ‘NQGY 34473 U’ to ’ wagon ‘RQGY 34473 B’.

NQGY 34474

15.02.1991 Repair ‘VEHICLE RECLASSIFY’.
15.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34474 H’
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘WHEEL SET’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
25.10.1991 Repair ‘WHEEL SET’.
04.10.1993 Repair ‘HANDRAILS’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Reclassified from wagon ‘NQGY 34474 G’ to ’ wagon ‘RQGY 34474 K’.

NQGY 34475

12.04.1991 Repair ‘VEHICLE RECLASSIFY’.
12.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34475 Q’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE LEVER’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1992 Repair ‘SIDE STEP’.
12.08.1993 Repair ‘SIDE STEP’.
11.07.1994 Reclassified from wagon ‘NQGY 34475 P’ to ’ wagon ‘RQGY 34475 T’.

NQGY 34488

21.05.1991 Repair ‘VEHICLE RECLASSIFY’.
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21.05.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34488 F’

28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘EMPTY LOAD VALVE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Repair ‘WHEEL SET’.
10.11.1994 Reclassified from wagon ‘NQGY 34488 E’ to ’ wagon ‘RQGY 34488 X’.

NQGY 34489

09.04.1991 Repair ‘VEHICLE RECLASSIFY’.
09.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34489 Y’
08.06.1992 Repair ‘HANDRAILS’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1993 Repair ‘TRAIN PIPE (END)’.
13.04.1994 Reclassified from wagon ‘NQGY 34489 N’ to ’ wagon ‘RQGY 34489 R’.

NQGY 34490

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34490 K’
08.10.1991 Repair ‘BOGIE SPRING’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘WHEEL SET’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘WHEEL SET’.
26.10.1994 Reclassified from wagon ‘NQGY 34490 J’ to ’ wagon ‘RQGY 34490 N’.

NQGY 34497

28.02.1991 Repair ‘VEHICLE RECLASSIFY’.
28.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34497 E’
31.12.1992 Repair ‘AXLEBOX’.
22.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQGY 34497 D’ to ’ wagon ‘RQGY 34497 H’.
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2.501 Wagon classification starting with ‘NQH’

NQHX 14479

Details: wagon ‘NQHX 14479 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14479 U
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14479 U’

NQHX 14497

Details: wagon ‘NQHX 14497 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14497 S
BSG Code: NXQQ

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14497 S’

NQHX 14505

Details: wagon ‘NQHX 14505 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 14505 E
BSG Code: NXQZ

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14505 E’

NQHX 14508

Details: wagon ‘NQHX 14508 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 14508 X
BSG Code: NXQZ

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14508 X’

NQHX 14517

Details: wagon ‘NQHX 14517 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQIX14517H
BSG Code: NXQI

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14517 H’

NQHX 14521

Details: wagon ‘NQHX 14521 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 14521 H
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14521 H’

NQHX 14523

Details: wagon ‘NQHX 14523 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14523 C
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14523 C’

NQHX 14528

Details: wagon ‘NQHX 14528 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 14528 B
BSG Code: NXQZ

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14528 B’

NQHX 14536

Details: wagon ‘NQHX 14536 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14536 Y
Wagon Width: 2450mm
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BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14536 Y’

NQHX 14807

Details: wagon ‘NQHX 14807 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14807 U
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14807 U’

NQHX 14808

Details: wagon ‘NQHX 14808 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14808 G
BSG Code: NXQQ

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14808 G’
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NQHX 14812

Details: wagon ‘NQHX 14812 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQIX
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14812 G’

NQHX 14814

Details: wagon ‘NQHX 14814 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQIX14814B
BSG Code: NXQI

30.04.1990 Repair ‘VEHICLE RECLASSIFY’.
30.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14814 B’
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NQHX 14821

Details: wagon ‘NQHX 14821 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14821 F
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14821 F’

NQHX 14825

Details: wagon ‘NQHX 14825 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX NQIX 14825 S
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14825 S’

NQHX 14826

Details: wagon ‘NQHX 14826 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

22.02.1993 Repair ‘VEHICLE RECLASSIFY’.
22.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14826 E’

NQHX 14840

Details: wagon ‘NQHX 14840 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 14840 M
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14840 M’

NQHX 22101

Details: wagon ‘NQHX 22101 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22101 C
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22101 C’

NQHX 22102

Details: wagon ‘NQHX 22102 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 22102L
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22102 L’

NQHX 22105

Details: wagon ‘NQHX 22105 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2

10278



2.501. Wagon classification starting with ‘NQH’

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 22105 P
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

26.06.1992 Repair ‘VEHICLE RECLASSIFY’.
26.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22105 P’

NQHX 22106

Details: wagon ‘NQHX 22106 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQIX 22106B
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22106 B’

NQHX 22110

Details: wagon ‘NQHX 22110 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22110 B
BSG Code: NXQQ

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22110 B’

NQHX 22111

Details: wagon ‘NQHX 22111 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22111 K
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22111 K’

NQHX 22112

Details: wagon ‘NQHX 22112 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQIX 22112 T
BSG Code: NSQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22112 T’

NQHX 22113

Details: wagon ‘NQHX 22113 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22113 F
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22113 F’

NQHX 22114

Details: wagon ‘NQHX 22114 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22114 Y
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22114 Y’
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NQHX 22116

Details: wagon ‘NQHX 22116 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22116 J
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22116 J’

NQHX 22117

Details: wagon ‘NQHX 22117 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22117 S’
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NQHX 22118

Details: wagon ‘NQHX 22118 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22118 E’

NQHX 22119

Details: wagon ‘NQHX 22119 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22119 N
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22119 N’
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NQHX 22120

Details: wagon ‘NQHX 22120 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22120 J
BSG Code: NXQQ

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22120 J’

NQHX 22123

Details: wagon ‘NQHX 22123 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22123 N
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22123 N’

NQHX 22125

Details: wagon ‘NQHX 22125 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22125 X
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22125 X’

NQHX 22133

Details: wagon ‘NQHX 22133 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22133 V’

NQHX 22135

Details: wagon ‘NQHX 22135 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22135 Q
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22135 Q’

NQHX 22136

Details: wagon ‘NQHX 22136 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX22136 C
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22136 C’

NQHX 22139

Details: wagon ‘NQHX 22139 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22139 G
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22139 G’

NQHX 22141

Details: wagon ‘NQHX 22141 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22141 L
BSG Code: NXQQ

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22141 L’

NQHX 22142

Details: wagon ‘NQHX 22142 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: COAL
Remarks: EX NQIX 22142 U
BSG Code: NXQE
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13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22142 U’

NQHX 22144

Details: wagon ‘NQHX 22144 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22144 P
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22144 P’

NQHX 22147

Details: wagon ‘NQHX 22147 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22147 T
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22147 T’
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NQHX 22148

Details: wagon ‘NQHX 22148 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22148 F
BSG Code: NXQQ

13.04.1990 Repair ‘VEHICLE RECLASSIFY’.
13.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22148 F’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘TOP CENTRE PLATE’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
20.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Repair ‘SIDE BEARER’.

NQHX 22149

Details: wagon ‘NQHX 22149 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22149 Y
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22149 Y’
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NQHX 22152

Details: wagon ‘NQHX 22152 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22152 F
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22152 F’

NQHX 22153

Details: wagon ‘NQHX 22153 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22153 Y
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22153 Y’

NQHX 22155

Details: wagon ‘NQHX 22155 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22155 J
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22155 J’

NQHX 22156

Details: wagon ‘NQHX 22156 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 22156 S
BSG Code: NXQZ

14.04.1990 Repair ‘VEHICLE RECLASSIFY’.
14.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22156 S’

NQHX 22158

Details: wagon ‘NQHX 22158 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22158 N
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22158 N’

NQHX 22159

Details: wagon ‘NQHX 22159 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22159 W
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22159 W’
17.03.1992 Repair ‘VEHICLE COMPLETE’.

NQHX 22160

Details: wagon ‘NQHX 22160 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQIX 22160 S
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22160 S’

NQHX 22162

Details: wagon ‘NQHX 22162 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22162 N
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22162 N’

NQHX 22164

Details: wagon ‘NQHX 22164 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQHX 33164X
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22164 X’

NQHX 22168

Details: wagon ‘NQHX 22168 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22168 V
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22168 V’

NQHX 22169

Details: wagon ‘NQHX 22169 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX22169H
BSG Code: NXQQ

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22169 H’
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NQHX 22170

Details: wagon ‘NQHX 22170 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22170 D
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22170 D’

NQHX 22171

Details: wagon ‘NQHX 22171 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22171 M
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22171 M’

NQHX 22172

Details: wagon ‘NQHX 22172 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22172 V
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22172 V’

NQHX 22174

Details: wagon ‘NQHX 22174 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22174 Q
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22174 Q’

NQHX 22175

Details: wagon ‘NQHX 22175 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22175 C
BSG Code: NXQQ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22175 C’

2.502 Wagon classification starting with ‘NQI’

NQIA 14518

Details: wagon ‘NQIA 14518 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX SCE 14518 A
BSG Code: NSQQ

NQIF 14501

Details: wagon ‘NQIF 14501 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIF 14504

Details: wagon ‘NQIF 14504 P’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

12.02.1991 Repair ‘HANDRAILS’.
24.04.1991 Repair ‘HANDRAILS’.

NQIF 14507

Details: wagon ‘NQIF 14507 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIF 14510

Details: wagon ‘NQIF 14510 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ
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NQIF 14513

Details: wagon ‘NQIF 14513 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQIF 14515

Details: wagon ‘NQIF 14515 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIF 14519

Details: wagon ‘NQIF 14519 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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NQIF 14525

Details: wagon ‘NQIF 14525 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIF 14526

26.09.1991 Reclassified from wagon ‘NQIF 14526 D’ to ’ wagon ‘NKIF 14526 Y’.

NQIF 14534

Details: wagon ‘NQIF 14534 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIF 14535

Details: wagon ‘NQIF 14535 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL

10300



2.502. Wagon classification starting with ‘NQI’

BSG Code: NSQZ

15.05.1990 Repair ‘BRANCH PIPE’.

NQIF 14537

Details: wagon ‘NQIF 14537 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIF 22145

Details: wagon ‘NQIF 22145 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 22145
BSG Code: NSQQ

Capacity of 50 tonnes

NQIF 29606

Details: wagon ‘NQIF 29606 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQIW 60285

28.08.1989 Repair ‘SIDE STEP’.
01.04.1993 Repair ‘TRAIN PIPE (END)’.
12.11.1993 Repair ‘END BRAKE COCK’.
08.06.1994 Reclassified from wagon ‘NQIW 60285 V’ to ’ wagon ‘RQIW 60285 C’.

NQIW 60286

13.12.1990 Repair ‘HANDRAILS’.
13.12.1990 Repair ‘SIDE STEP’.
17.12.1990 Repair ‘SIDE STEP’.
14.02.1992 Repair ‘SIDE STEP’.
09.08.1993 Repair ‘HANDRAILS’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Reclassified from wagon ‘NQIW 60286 H’ to ’ wagon ‘RQIW 60286 L’.

NQIW 60287

27.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.10.1994 Reclassified from wagon ‘NQIW 60287 Q’ to ’ wagon ‘RQIW 60287 U’.

NQIW 60288

14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘WHEEL SET’.
17.12.1991 Repair ‘WHEEL SET’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQIW 60288 C’ to ’ wagon ‘RQIW 60288 G’.

NQIW 60289

28.12.1991 Repair ‘END HOSE’.
15.11.1993 Repair ‘SIDE STEP’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Reclassified from wagon ‘NQIW 60289 L’ to ’ wagon ‘RQIW 60289 P’.

NQIW 60290

07.12.1989 Repair ‘SIDE STEP’.
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10.05.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Reclassified from wagon ‘NQIW 60290 H’ to ’ wagon ‘RQIW 60290 L’.

NQIW 60291

13.01.1992 Repair ‘HANDRAILS’.
13.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘HANDRAILS’.
16.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1992 Repair ‘WHEEL SET’.
30.01.1992 Repair ‘WHEEL SET’.
09.09.1994 Reclassified from wagon ‘NQIW 60291 Q’ to ’ wagon ‘RQIW 60291 U’.

NQIW 60292

17.04.1992 Repair ‘SIDE STEP’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQIW 60292 C’ to ’ wagon ‘RQIW 60292 G’.

NQIW 60293

25.12.1992 Repair ‘SIDE STEP’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE SPRING’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQIW 60293 L’ to ’ wagon ‘RQIW 60293 P’.

NQIW 60294

17.10.1992 Repair ‘SIDE STEP’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Reclassified from wagon ‘NQIW 60294 U’ to ’ wagon ‘RQIW 60294 B’.

NQIW 60295

15.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘WHEEL SET’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
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13.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1994 Reclassified from wagon ‘NQIW 60295 G’ to ’ wagon ‘RQIW 60295 K’.

NQIW 60296

27.11.1989 Repair ‘SIDE STEP’.
14.04.1990 Repair ‘SIDE STEP’.
21.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1990 Repair ‘HANDBRAKE HANDLE’.
21.04.1990 Repair ‘STEP’.
28.05.1992 Repair ‘SIDE STEP’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE SPRING’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘HANDRAILS’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Reclassified from wagon ‘NQIW 60296 P’ to ’ wagon ‘RQIW 60296 T’.

NQIW 60297

13.09.1993 Repair ‘SIDE STEP’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Reclassified from wagon ‘NQIW 60297 B’ to ’ wagon ‘RQIW 60297 F’.

NQIW 60298

09.11.1989 Repair ‘SIDE STEP’.
12.02.1995 Reclassified from wagon ‘NQIW 60298 K’ to ’ wagon ‘RQIW 60298 Y’.

NQIW 60299

29.09.1994 Reclassified from wagon ‘NQIW 60299 T’ to ’ wagon ‘RQIW 60299 A’.

NQIW 60300

18.03.1993 Repair ‘BOGIE BEARINGS’.
24.09.1994 Reclassified from wagon ‘NQIW 60300 L’ to ’ wagon ‘RQIW 60300 P’.

NQIW 60301

10.10.1990 Repair ‘HANDRAILS’.
25.02.1991 Repair ‘HANDRAILS’.
27.07.1992 Repair ‘HANDRAILS’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQIW 60301 U’ to ’ wagon ‘RQIW 60301 B’.
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NQIW 60302

26.09.1990 Repair ‘SIDE STEP’.
01.12.1990 Repair ‘HANDRAILS’.
28.10.1994 Reclassified from wagon ‘NQIW 60302 G’ to ’ wagon ‘RQIW 60302 K’.

NQIW 60303

12.03.1993 Repair ‘HANDRAILS’.
24.06.1994 Reclassified from wagon ‘NQIW 60303 P’ to ’ wagon ‘RQIW 60303 T’.

NQIW 60304

23.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Reclassified from wagon ‘NQIW 60304 B’ to ’ wagon ‘RQIW 60304 F’.

NQIW 60305

11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
11.02.1992 Repair ‘END BRAKE COCK’.
17.02.1992 Repair ‘HANDRAILS’.
15.08.1992 Repair ‘HANDRAILS’.
04.05.1993 Repair ‘BOGIE BEARINGS’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQIW 60305 K’ to ’ wagon ‘RQIW 60305 Y’.

NQIW 60306

29.09.1994 Reclassified from wagon ‘NQIW 60306 T’ to ’ wagon ‘RQIW 60306 A’.

NQIW 60307

11.11.1994 Reclassified from wagon ‘NQIW 60307 F’ to ’ wagon ‘RQIW 60307 J’.

NQIW 60308

07.03.1990 Repair ‘SIDE STEP’.
31.12.1990 Repair ‘SIDE STEP’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.10.1994 Reclassified from wagon ‘NQIW 60308 Y’ to ’ wagon ‘RQIW 60308 S’.

NQIW 60309

03.11.1990 Repair ‘HANDRAILS’.
02.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.09.1991 Repair ‘END HOSE’.
02.09.1991 Repair ‘SIDE STEP’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQIW 60309 A’ to ’ wagon ‘RQIW 60309 E’.

NQIW 60310

23.02.1990 Repair ‘SIDE STEP’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘WHEEL SET’.
03.08.1992 Repair ‘SIDE STEP’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1993 Repair ‘TOP CENTRE PLATE’.
24.09.1993 Repair ‘HANDBRAKE HANDLE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Reclassified from wagon ‘NQIW 60310 T’ to ’ wagon ‘RQIW 60310 A’.

NQIW 60311

02.09.1991 Repair ‘WHEEL SET’.
27.07.1992 Repair ‘HANDRAILS’.
27.01.1994 Repair ‘BOGIE BEARERS’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQIW 60311 F’ to ’ wagon ‘RQIW 60311 J’.

NQIW 60312

28.01.1993 Repair ‘HANDRAILS’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
05.05.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1994 Reclassified from wagon ‘NQIW 60312 Y’ to ’ wagon ‘RQIW 60312 S’.

NQIW 60313

01.03.1990 Repair ‘SIDE STEP’.
14.02.1992 Repair ‘SIDE STEP’.
08.06.1992 Repair ‘SIDE STEP’.
15.06.1992 Repair ‘HANDRAILS’.
08.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1994 Reclassified from wagon ‘NQIW 60313 A’ to ’ wagon ‘RQIW 60313 E’.

NQIW 60314

25.11.1989 Repair ‘SIDE STEP’.
11.02.1994 Repair ‘SIDE STEP’.
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29.03.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Reclassified from wagon ‘NQIW 60314 J’ to ’ wagon ‘RQIW 60314 N’.

NQIW 60315

26.02.1990 Repair ‘SIDE STEP’.
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘WHEEL SET’.
17.12.1991 Repair ‘WHEEL SET’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Reclassified from wagon ‘NQIW 60315 S’ to ’ wagon ‘RQIW 60315 W’.

NQIW 60316

19.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘HANDBRAKE HANDLE’.
14.10.1994 Reclassified from wagon ‘NQIW 60316 E’ to ’ wagon ‘RQIW 60316 X’.

NQIW 60317

16.10.1989 Repair ‘HANDRAILS’.
03.07.1991 Repair ‘WHEEL SET’.
30.12.1991 Repair ‘SIDE STEP’.
13.01.1992 Repair ‘SIDE STEP’.
24.09.1993 Repair ‘HANDRAILS’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1994 Reclassified from wagon ‘NQIW 60317 N’ to ’ wagon ‘RQIW 60317 R’.

NQIW 60318

14.10.1994 Reclassified from wagon ‘NQIW 60318 W’ to ’ wagon ‘RQIW 60318 D’.

NQIW 60319

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘END BRAKE COCK’.
08.05.1990 Repair ‘END HOSE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1990 Repair ‘STEP’.
28.10.1994 Reclassified from wagon ‘NQIW 60319 X’ to ’ wagon ‘RQIW 60319 M’.

NQIW 60320

18.11.1991 Repair ‘WHEEL SET’.
29.06.1992 Repair ‘SIDE STEP’.
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25.11.1993 Repair ‘HANDRAILS’.
13.06.1994 Reclassified from wagon ‘NQIW 60320 E’ to ’ wagon ‘RQIW 60320 X’.

NQIW 60321

29.09.1994 Reclassified from wagon ‘NQIW 60321 N’ to ’ wagon ‘RQIW 60321 R’.

NQIW 60322

12.08.1991 Repair ‘WHEEL SET’.
01.02.1992 Repair ‘SIDE STEP’.
12.03.1993 Repair ‘SIDE STEP’.
14.10.1994 Reclassified from wagon ‘NQIW 60322 W’ to ’ wagon ‘RQIW 60322 D’.

NQIW 60323

10.01.1990 Repair ‘SIDE STEP’.
27.08.1991 Repair ‘WHEEL SET’.
02.09.1991 Repair ‘WHEEL SET’.
06.09.1991 Repair ‘HANDRAILS’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Reclassified from wagon ‘NQIW 60323 X’ to ’ wagon ‘RQIW 60323 M’.

NQIW 60324

07.11.1994 Reclassified from wagon ‘NQIW 60324 R’ to ’ wagon ‘RQIW 60324 V’.

NQIW 60325

15.04.1991 Repair ‘WHEEL SET’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘TRAIN PIPE’.
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE SPRING’.
12.02.1995 Reclassified from wagon ‘NQIW 60325 D’ to ’ wagon ‘RQIW 60325 H’.

NQIW 60326

30.08.1989 Repair ‘SIDE STEP’.
20.04.1990 Repair ‘END HOSE’.
15.09.1990 Repair ‘HANDRAILS’.
29.01.1992 Repair ‘WHEEL SET’.
12.10.1992 Repair ‘BOGIE BEARINGS’.
12.10.1992 Repair ‘EMPTY LOAD VALVE’.
12.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘WHEEL SET’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘WHEEL SET’.
14.12.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.09.1993 Repair ‘WHEEL SET’.
05.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Reclassified from wagon ‘NQIW 60326 M’ to ’ wagon ‘RQIW 60326 Q’.

NQIW 60327

23.03.1990 Repair ‘SIDE STEP’.
08.11.1991 Repair ‘WHEEL SET’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQIW 60327 V’ to ’ wagon ‘RQIW 60327 C’.

NQIW 60328

26.04.1990 Repair ‘SIDE STEP’.
21.01.1991 Repair ‘HANDRAILS’.
23.11.1994 Reclassified from wagon ‘NQIW 60328 H’ to ’ wagon ‘RQIW 60328 L’.

NQIW 60329

11.10.1989 Repair ‘SIDE STEP’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘WHEEL SET’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BRAKE CONTROL PIPE’.
24.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Repair ‘WHEEL SET’.
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Repair ‘WHEEL SET’.
05.05.1993 Repair ‘WHEEL SET’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘GRADE CONTROL VALVE’.
06.10.1993 Repair ‘HANDRAILS’.
06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘SIDE STEP’.
15.12.1993 Repair ‘HANDRAILS’.
22.01.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQIW 60329 Q’ to ’ wagon ‘RQIW 60329 U’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.

NQIW 60330

27.01.1990 Repair ‘HANDRAILS’.
29.11.1994 Reclassified from wagon ‘NQIW 60330 M’ to ’ wagon ‘RQIW 60330 Q’.

NQIW 60331

27.01.1990 Repair ‘SIDE STEP’.
07.03.1990 Repair ‘STEP’.
20.08.1991 Repair ‘WHEEL SET’.
28.10.1994 Reclassified from wagon ‘NQIW 60331 V’ to ’ wagon ‘RQIW 60331 C’.

NQIW 60332

12.05.1994 Reclassified from wagon ‘NQIW 60332 H’ to ’ wagon ‘RQIW 60332 L’.

NQIW 60333

21.09.1989 Repair ‘SIDE STEP’.
27.09.1991 Repair ‘HANDRAILS END’.
10.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘WHEEL SET’.
12.02.1992 Repair ‘WHEEL SET’.
10.03.1993 Repair ‘SIDE STEP’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Reclassified from wagon ‘NQIW 60333 Q’ to ’ wagon ‘RQIW 60333 U’.

NQIW 60334

16.11.1994 Reclassified from wagon ‘NQIW 60334 C’ to ’ wagon ‘RQIW 60334 G’.

NQIW 60335

11.10.1989 Repair ‘SIDE STEP’.
14.01.1991 Repair ‘SIDE STEP’.
20.08.1991 Repair ‘WHEEL SET’.
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08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘END BRAKE COCK’.
08.02.1993 Repair ‘TRAIN PIPE (END)’.
24.09.1994 Reclassified from wagon ‘NQIW 60335 L’ to ’ wagon ‘RQIW 60335 P’.

NQIW 60336

06.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1990 Repair ‘SIDE STEP’.
19.10.1994 Reclassified from wagon ‘NQIW 60336 U’ to ’ wagon ‘RQIW 60336 B’.

NQIW 60337

09.11.1989 Repair ‘VEHICLE COMPLETE’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BOGIE BEARINGS’.
13.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘WHEEL SET’.
28.10.1994 Reclassified from wagon ‘NQIW 60337 G’ to ’ wagon ‘RQIW 60337 K’.

NQIW 60338

15.02.1990 Repair ‘SIDE STEP’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘WHEEL SET’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRANCH PIPE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
14.09.1994 Reclassified from wagon ‘NQIW 60338 P’ to ’ wagon ‘RQIW 60338 T’.

NQIW 60339

24.09.1993 Repair ‘HANDRAILS’.
29.09.1993 Repair ‘UNDERFRAME COMPLETE’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘END SILL’.
09.09.1994 Reclassified from wagon ‘NQIW 60339 B’ to ’ wagon ‘RQIW 60339 F’.

NQIX 14456

Details: wagon ‘NQIX 14456 A’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘WHEEL SET’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1990 Repair ‘BOGIE COMPLETE’.
17.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.

NQIX 14457

Details: wagon ‘NQIX 14457 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

10312



2.502. Wagon classification starting with ‘NQI’

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14458

Details: wagon ‘NQIX 14458 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14459

Details: wagon ‘NQIX 14459 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

04.02.1992 Repair ‘END BRAKE COCK’.
21.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1992 Repair ‘COUPLER KNUCKLE’.

10313



2. TIMS GROUP INFORMATION - WAGONS

NQIX 14460

Details: wagon ‘NQIX 14460 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14461

Details: wagon ‘NQIX 14461 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

16.03.1991 Repair ‘HANDRAILS END’.

NQIX 14462

Details: wagon ‘NQIX 14462 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14463

Details: wagon ‘NQIX 14463 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14464

Details: wagon ‘NQIX 14464 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

11.12.1990 Repair ‘HANDRAILS’.

NQIX 14466

Details: wagon ‘NQIX 14466 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14467

Details: wagon ‘NQIX 14467 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
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31.01.1992 Repair ‘VEHICLE COMPLETE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRANCH PIPE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.07.1992 Repair ‘BRAKE CONTROL PIPE’.
27.07.1992 Repair ‘TRAIN PIPE (END)’.

NQIX 14468

Details: wagon ‘NQIX 14468 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14469

Details: wagon ‘NQIX 14469 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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08.03.1990 Repair ‘END BRAKE COCK’.
08.03.1990 Repair ‘END HOSE’.

NQIX 14470

Details: wagon ‘NQIX 14470 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14471

Details: wagon ‘NQIX 14471 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14472

Details: wagon ‘NQIX 14472 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

17.04.1990 Repair ‘HANDRAILS’.
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘WHEEL SET’.
13.08.1992 Repair ‘SIDE STEP’.
22.01.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.

NQIX 14475

Details: wagon ‘NQIX 14475 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14478

Details: wagon ‘NQIX 14478 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14479

11.12.1989 Reclassified from wagon ‘NQIX 14479 U’ to ’ wagon ‘NQHX 14479 R’.

NQIX 14480

Details: wagon ‘NQIX 14480 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14482

Details: wagon ‘NQIX 14482 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14484

Details: wagon ‘NQIX 14484 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘WHEEL SET’.
10.05.1992 Repair ‘HANDRAILS’.

NQIX 14486

Details: wagon ‘NQIX 14486 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ
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Capacity of 52 tonnes

Capacity of 52 tonnes

21.10.1991 Repair ‘HANDRAILS END’.

NQIX 14487

Details: wagon ‘NQIX 14487 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1990 Repair ‘WHEEL SET’.

NQIX 14490

Details: wagon ‘NQIX 14490 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 14491

Details: wagon ‘NQIX 14491 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

01.05.1990 Repair ‘END HOSE’.

NQIX 14493

Details: wagon ‘NQIX 14493 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14494

Details: wagon ‘NQIX 14494 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE COMPLETE’.

NQIX 14496

Details: wagon ‘NQIX 14496 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14497

13.04.1990 Reclassified from wagon ‘NQIX 14497 S’ to ’ wagon ‘NQHX 14497 P’.

NQIX 14500

Details: wagon ‘NQIX 14500 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14502

Details: wagon ‘NQIX 14502 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14503

Details: wagon ‘NQIX 14503 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 14505

14.04.1990 Reclassified from wagon ‘NQIX 14505 E’ to ’ wagon ‘NQHX 14505 B’.

NQIX 14506

Details: wagon ‘NQIX 14506 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

07.10.1990 Repair ‘BRAKE BLOCK RB95’.

NQIX 14508

14.04.1990 Reclassified from wagon ‘NQIX 14508 X’ to ’ wagon ‘NQHX 14508 F’.

NQIX 14509

Details: wagon ‘NQIX 14509 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 14511

Details: wagon ‘NQIX 14511 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

05.04.1991 Repair ‘HANDRAILS’.

NQIX 14512

26.09.1991 Reclassified from wagon ‘NQIX 14512 X’ to ’ wagon ‘NKIF 14512 Q’.

NQIX 14514

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BRANCH PIPE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘HANDRAILS’.
06.09.1994 Reclassified from wagon ‘NQIX 14514 D’ to ’ wagon ‘RCIX 14514 C’.

NQIX 14516

Details: wagon ‘NQIX 14516 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS I.S.O
BSG Code: NXQZ
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Capacity of 52 tonnes

Capacity of 52 tonnes

13.12.1989 Repair ‘HANDRAILS’.
29.04.1990 Repair ‘BRAKE BLOCK RB95’.

NQIX 14517

30.04.1990 Reclassified from wagon ‘NQIX 14517 H’ to ’ wagon ‘NQHX 14517 E’.

NQIX 14520

Details: wagon ‘NQIX 14520 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14521

26.06.1992 Reclassified from wagon ‘NQIX 14521 H’ to ’ wagon ‘NQHX 14521 E’.

NQIX 14522

Details: wagon ‘NQIX 14522 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 52 tonnes

Capacity of 52 tonnes

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘SIDE SILL’.

NQIX 14523

11.12.1989 Reclassified from wagon ‘NQIX 14523 C’ to ’ wagon ‘NQHX 14523 W’.

NQIX 14524

Details: wagon ‘NQIX 14524 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14525

Details: wagon ‘NQIX 14525 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 14527

Details: wagon ‘NQIX 14527 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14528

14.04.1990 Reclassified from wagon ‘NQIX 14528 B’ to ’ wagon ‘NQHX 14528 V’.

NQIX 14529

Details: wagon ‘NQIX 14529 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14530

Details: wagon ‘NQIX 14530 G’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14532

Details: wagon ‘NQIX 14532 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14533

Details: wagon ‘NQIX 14533 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14536

11.12.1989 Reclassified from wagon ‘NQIX 14536 Y’ to ’ wagon ‘NQHX 14536 L’.

NQIX 14538

Details: wagon ‘NQIX 14538 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14539

Details: wagon ‘NQIX 14539 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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18.09.1989 Repair ‘HANDRAILS’.

NQIX 14540

Details: wagon ‘NQIX 14540 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14801

Details: wagon ‘NQIX 14801 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

06.11.1990 Repair ‘BOGIE SPRING’.

NQIX 14802

Details: wagon ‘NQIX 14802 V’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14804

Details: wagon ‘NQIX 14804 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14805

Details: wagon ‘NQIX 14805 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14806

Details: wagon ‘NQIX 14806 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14807

11.12.1989 Reclassified from wagon ‘NQIX 14807 U’ to ’ wagon ‘NQHX 14807 R’.

NQIX 14808

14.04.1990 Reclassified from wagon ‘NQIX 14808 G’ to ’ wagon ‘NQHX 14808 D’.

NQIX 14809

Details: wagon ‘NQIX 14809 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘HANDRAILS’.
20.07.1990 Repair ‘SIDE STEP’.
20.07.1990 Repair ‘VEHICLE COMPLETE’.
22.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQIX 14810

Details: wagon ‘NQIX 14810 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14811

Details: wagon ‘NQIX 14811 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14812

14.04.1992 Reclassified from wagon ‘NQIX 14812 G’ to ’ wagon ‘NQHX 14812 D’.

NQIX 14813

Details: wagon ‘NQIX 14813 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14814

30.04.1990 Reclassified from wagon ‘NQIX 14814 B’ to ’ wagon ‘NQHX 14814 V’.

NQIX 14815

Details: wagon ‘NQIX 14815 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2450mm
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BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

05.06.1992 Repair ‘HANDRAILS’.

NQIX 14816

24.05.1994 Reclassified from wagon ‘NQIX 14816 T’ to ’ wagon ‘RCIX 14816 S’.

NQIX 14817

Details: wagon ‘NQIX 14817 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

01.12.1990 Repair ‘BOGIE SPRING’.

NQIX 14818

Details: wagon ‘NQIX 14818 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14819

Details: wagon ‘NQIX 14819 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14820

Details: wagon ‘NQIX 14820 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14821

11.12.1989 Reclassified from wagon ‘NQIX 14821 F’ to ’ wagon ‘NQHX 14821 C’.
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NQIX 14822

Details: wagon ‘NQIX 14822 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14823

26.09.1991 Reclassified from wagon ‘NQIX 14823 A’ to ’ wagon ‘NKIF 14823 X’.

NQIX 14824

Details: wagon ‘NQIX 14824 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14825

11.12.1989 Reclassified from wagon ‘NQIX 14825 S’ to ’ wagon ‘NQHX 14825 P’.

NQIX 14826

22.02.1993 Reclassified from wagon ‘NQIX 14826 E’ to ’ wagon ‘NQHX 14826 B’.
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NQIX 14827

Details: wagon ‘NQIX 14827 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14829

Details: wagon ‘NQIX 14829 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14830

Details: wagon ‘NQIX 14830 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14831

Details: wagon ‘NQIX 14831 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14832

Details: wagon ‘NQIX 14832 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 14833

Details: wagon ‘NQIX 14833 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘WHEEL SET’.

NQIX 14834

Details: wagon ‘NQIX 14834 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

20.04.1993 Repair ‘HANDRAILS’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘END BRAKE COCK’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
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NQIX 14835

Details: wagon ‘NQIX 14835 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘BRAKE PULL ROD’.
26.10.1989 Repair ‘SIDE BEARER’.

NQIX 14836

Details: wagon ‘NQIX 14836 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14837

Details: wagon ‘NQIX 14837 V’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14838

Details: wagon ‘NQIX 14838 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14839

Details: wagon ‘NQIX 14839 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 14840

11.12.1989 Reclassified from wagon ‘NQIX 14840 M’ to ’ wagon ‘NQHX 14840 J’.

NQIX 14841

Details: wagon ‘NQIX 14841 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.05.1991 Repair ‘BRAKE LEVER’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.

NQIX 14842

Details: wagon ‘NQIX 14842 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

21.05.1990 Repair ‘SIDE STEP’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘HANDRAILS’.

NQIX 14843

Details: wagon ‘NQIX 14843 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

06.03.1994 Repair ‘VEHICLE COMPLETE’.

NQIX 14844

Details: wagon ‘NQIX 14844 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 14845

Details: wagon ‘NQIX 14845 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

10.04.1992 Repair ‘HANDRAILS’.

NQIX 22101

11.12.1989 Reclassified from wagon ‘NQIX 22101 C’ to ’ wagon ‘NQHX 22101 W’.

NQIX 22102

24.04.1991 Reclassified from wagon ‘NQIX 22102 L’ to ’ wagon ‘NQHX 22102 X’.

NQIX 22103

26.09.1991 Reclassified from wagon ‘NQIX 22103 U’ to ’ wagon ‘NKIF 22103 F’.

NQIX 22104

Details: wagon ‘NQIX 22104 G’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: CHANGED FROM NQIX 22104G TO RQIX 22104 K
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BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BODY COMPLETE’.
28.11.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘SIDE BEARER’.
18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQIX 22104 K’
25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQIX 22104 K’

NQIX 22105

26.06.1992 Reclassified from wagon ‘NQIX 22105 P’ to ’ wagon ‘NQHX 22105 M’.

NQIX 22106

26.10.1990 Reclassified from wagon ‘NQIX 22106 B’ to ’ wagon ‘NQHX 22106 V’.

NQIX 22107

Details: wagon ‘NQIX 22107 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 22108

Details: wagon ‘NQIX 22108 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22109

Details: wagon ‘NQIX 22109 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22110

13.04.1990 Reclassified from wagon ‘NQIX 22110 B’ to ’ wagon ‘NQHX 22110 V’.

NQIX 22111

11.12.1989 Reclassified from wagon ‘NQIX 22111 K’ to ’ wagon ‘NQHX 22111 H’.
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NQIX 22112

11.12.1989 Reclassified from wagon ‘NQIX 22112 T’ to ’ wagon ‘NQHX 22112 Q’.

NQIX 22113

11.12.1989 Reclassified from wagon ‘NQIX 22113 F’ to ’ wagon ‘NQHX 22113 C’.

NQIX 22114

11.12.1989 Reclassified from wagon ‘NQIX 22114 Y’ to ’ wagon ‘NQHX 22114 L’.

NQIX 22115

Details: wagon ‘NQIX 22115 A’ in AN ‘Mainland Division’.

Owner: SRA OG NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22116

11.12.1989 Reclassified from wagon ‘NQIX 22116 J’ to ’ wagon ‘NQHX 22116 G’.

NQIX 22117

26.10.1990 Reclassified from wagon ‘NQIX 22117 S’ to ’ wagon ‘NQHX 22117 P’.

NQIX 22118

26.10.1990 Reclassified from wagon ‘NQIX 22118 E’ to ’ wagon ‘NQHX 22118 B’.

NQIX 22119

11.12.1989 Reclassified from wagon ‘NQIX 22119 N’ to ’ wagon ‘NQHX 22119 K’.
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NQIX 22120

13.04.1990 Reclassified from wagon ‘NQIX 22120 J’ to ’ wagon ‘NQHX 22120 G’.

NQIX 22122

Details: wagon ‘NQIX 22122 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22123

11.12.1989 Reclassified from wagon ‘NQIX 22123 N’ to ’ wagon ‘NQHX 22123 K’.

NQIX 22124

Details: wagon ‘NQIX 22124 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

12.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.03.1990 Repair ‘HANDRAILS’.
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NQIX 22125

11.12.1989 Reclassified from wagon ‘NQIX 22125 X’ to ’ wagon ‘NQHX 22125 F’.

NQIX 22126

24.05.1994 Reclassified from wagon ‘NQIX 22126 R’ to ’ wagon ‘RCIX 22126 Q’.

NQIX 22127

Details: wagon ‘NQIX 22127 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.02.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

11.01.1990 Repair ‘END HOSE’.
24.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQIX 22128

Details: wagon ‘NQIX 22128 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 22129

Details: wagon ‘NQIX 22129 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22130

Details: wagon ‘NQIX 22130 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22131

Details: wagon ‘NQIX 22131 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22132

Details: wagon ‘NQIX 22132 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

04.09.1992 Repair ‘HANDRAILS’.

NQIX 22133

26.10.1990 Reclassified from wagon ‘NQIX 22133 V’ to ’ wagon ‘NQHX 22133 S’.

NQIX 22134

12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1990 Repair ‘BRAKE PULL ROD’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1990 Repair ‘SIDE BEARER’.
12.03.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Reclassified from wagon ‘NQIX 22134 H’ to ’ wagon ‘NKIF 22134 P’.

NQIX 22135

11.12.1989 Reclassified from wagon ‘NQIX 22135 Q’ to ’ wagon ‘NQHX 22135 N’.
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NQIX 22136

11.12.1989 Reclassified from wagon ‘NQIX 22136 C’ to ’ wagon ‘NQHX 22136 W’.

NQIX 22137

Details: wagon ‘NQIX 22137 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22138

Details: wagon ‘NQIX 22138 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

28.09.1991 Repair ‘HANDRAILS’.
28.09.1991 Repair ‘SIDE STEP’.

NQIX 22139

11.12.1989 Reclassified from wagon ‘NQIX 22139 G’ to ’ wagon ‘NQHX 22139 D’.
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NQIX 22140

Details: wagon ‘NQIX 22140 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22141

25.09.1990 Reclassified from wagon ‘NQIX 22141 L’ to ’ wagon ‘NQHX 22141 X’.

NQIX 22142

13.04.1990 Reclassified from wagon ‘NQIX 22142 U’ to ’ wagon ‘NQHX 22142 R’.

NQIX 22143

Details: wagon ‘NQIX 22143 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 22144

11.12.1989 Reclassified from wagon ‘NQIX 22144 P’ to ’ wagon ‘NQHX 22144 M’.

NQIX 22145

15.12.1989 Repair ‘END HOSE’.
17.11.1991 Reclassified from wagon ‘NQIX 22145 B’ to ’ wagon ‘NKIF 22145 J’.

NQIX 22146

Details: wagon ‘NQIX 22146 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.02.1992 Repair ‘BRAKE PULL ROD’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

NQIX 22147

11.12.1989 Reclassified from wagon ‘NQIX 22147 T’ to ’ wagon ‘NQHX 22147 Q’.

NQIX 22148

13.04.1990 Reclassified from wagon ‘NQIX 22148 F’ to ’ wagon ‘NQHX 22148 C’.

NQIX 22149

11.12.1989 Reclassified from wagon ‘NQIX 22149 Y’ to ’ wagon ‘NQHX 22149 L’.
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NQIX 22150

Details: wagon ‘NQIX 22150 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22151

Details: wagon ‘NQIX 22151 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22152

11.12.1989 Reclassified from wagon ‘NQIX 22152 F’ to ’ wagon ‘NQHX 22152 C’.

NQIX 22153

11.12.1989 Reclassified from wagon ‘NQIX 22153 Y’ to ’ wagon ‘NQHX 22153 L’.
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NQIX 22154

Details: wagon ‘NQIX 22154 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

22.12.1994 Repair ‘VEHICLE COMPLETE’.

NQIX 22155

11.12.1989 Reclassified from wagon ‘NQIX 22155 J’ to ’ wagon ‘NQHX 22155 G’.

NQIX 22156

14.04.1990 Reclassified from wagon ‘NQIX 22156 S’ to ’ wagon ‘NQHX 22156 P’.

NQIX 22157

Details: wagon ‘NQIX 22157 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 22158

11.12.1989 Reclassified from wagon ‘NQIX 22158 N’ to ’ wagon ‘NQHX 22158 K’.

NQIX 22159

11.12.1989 Reclassified from wagon ‘NQIX 22159 W’ to ’ wagon ‘NQHX 22159 T’.

NQIX 22160

11.12.1989 Reclassified from wagon ‘NQIX 22160 S’ to ’ wagon ‘NQHX 22160 P’.

NQIX 22161

07.12.1993 Reclassified from wagon ‘NQIX 22161 E’ to ’ wagon ‘NKIF 22161 M’.

NQIX 22162

11.12.1989 Reclassified from wagon ‘NQIX 22162 N’ to ’ wagon ‘NQHX 22162 K’.

NQIX 22163

Details: wagon ‘NQIX 22163 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22164

30.01.1990 Repair ‘TWIST LOCK’.
24.04.1991 Reclassified from wagon ‘NQIX 22164 X’ to ’ wagon ‘NQHX 22164 F’.

NQIX 22165

Details: wagon ‘NQIX 22165 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22167

Details: wagon ‘NQIX 22167 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22168

11.12.1989 Reclassified from wagon ‘NQIX 22168 V’ to ’ wagon ‘NQHX 22168 S’.

NQIX 22169

25.09.1990 Reclassified from wagon ‘NQIX 22169 H’ to ’ wagon ‘NQHX 22169 E’.

NQIX 22170

11.12.1989 Reclassified from wagon ‘NQIX 22170 D’ to ’ wagon ‘NQHX 22170 A’.
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NQIX 22171

11.12.1989 Reclassified from wagon ‘NQIX 22171 M’ to ’ wagon ‘NQHX 22171 J’.

NQIX 22172

11.12.1989 Reclassified from wagon ‘NQIX 22172 V’ to ’ wagon ‘NQHX 22172 S’.

NQIX 22173

Details: wagon ‘NQIX 22173 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 22174

11.12.1989 Reclassified from wagon ‘NQIX 22174 Q’ to ’ wagon ‘NQHX 22174 N’.

NQIX 22175

11.12.1989 Reclassified from wagon ‘NQIX 22175 C’ to ’ wagon ‘NQHX 22175 W’.

NQIX 29436

11.03.1988 Reclassified from wagon ‘NQIX 29436 T’ to ’ wagon ‘NQIX 60284 Q’.

NQIX 29450

09.03.1988 Reclassified from wagon ‘NQIX 29450 E’ to ’ wagon ‘NQIX 60276 D’.
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NQIX 29456

Details: wagon ‘NQIX 29456 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 29579

Details: wagon ‘NQIX 29579 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

28.04.1994 Repair ‘VEHICLE COMPLETE’.

NQIX 29595

25.02.1988 Reclassified from wagon ‘NQIX 29595 T’ to ’ wagon ‘NQIX 60279 H’.

NQIX 29606

09.03.1988 Reclassified from wagon ‘NQIX 29606 J’ to ’ wagon ‘NQIX 60275 R’.
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NQIX 31409

11.03.1988 Reclassified from wagon ‘NQIX 31409 C’ to ’ wagon ‘NQIX 60281 M’.

NQIX 31438

11.03.1988 Reclassified from wagon ‘NQIX 31438 R’ to ’ wagon ‘NQIX 60283 H’.

NQIX 31500

09.03.1988 Reclassified from wagon ‘NQIX 31500 U’ to ’ wagon ‘NQIX 60282 V’.

NQIX 60275

Details: wagon ‘NQIX 60275 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 29606
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 60276

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

NQIX 60279

Details: wagon ‘NQIX 60279 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 60280

Details: wagon ‘NQIX 60280 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 60281

Details: wagon ‘NQIX 60281 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2743mm
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BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 60282

Details: wagon ‘NQIX 60282 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 31500
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

NQIX 60283

Details: wagon ‘NQIX 60283 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIX 31438
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes
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NQIX 60284

Details: wagon ‘NQIX 60284 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Capacity of 52 tonnes

06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRANCH PIPE’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
04.07.1992 Repair ‘SIDE STEP’.

NQIY 10151

Details: wagon ‘NQIY 10151 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

25.08.1989 Repair ‘STEP’.
09.12.1992 Repair ‘WHEEL SET’.
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NQIY 10152

Details: wagon ‘NQIY 10152 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10153

19.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Reclassified from wagon ‘NQIY 10153 B’ to ’ wagon ‘RQIY 10153 F’.

NQIY 10154

Details: wagon ‘NQIY 10154 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

10369



2. TIMS GROUP INFORMATION - WAGONS

NQIY 10155

04.01.1992 Repair ‘SIDE STEP’.
26.08.1993 Repair ‘TWIST LOCK’.
14.10.1994 Reclassified from wagon ‘NQIY 10155 T’ to ’ wagon ‘RQIY 10155 A’.

NQIY 10156

15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘CARD OR CLIP HOLDER’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘WHEEL SET’.
25.11.1991 Repair ‘HANDBRAKE HANDLE’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Reclassified from wagon ‘NQIY 10156 F’ to ’ wagon ‘RQIY 10156 J’.

NQIY 10157

11.07.1991 Repair ‘HANDBRAKE HANDLE’.
18.12.1992 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘WHEEL SET’.
18.10.1993 Repair ‘BOGIE SPRING’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Reclassified from wagon ‘NQIY 10157 Y’ to ’ wagon ‘RQIY 10157 S’.

NQIY 10158

28.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘WHEEL SET’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘WHEEL SET’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘SIDE STEP’.
27.10.1994 Reclassified from wagon ‘NQIY 10158 A’ to ’ wagon ‘RQIY 10158 E’.

NQIY 10159

08.03.1990 Repair ‘BRAKE BLOCK RB95’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Reclassified from wagon ‘NQIY 10159 J’ to ’ wagon ‘RQIY 10159 N’.

NQIY 10160

09.02.1990 Repair ‘SIDE STEP’.
23.09.1993 Repair ‘SIDE STEP’.
07.08.1994 Reclassified from wagon ‘NQIY 10160 F’ to ’ wagon ‘RQIY 10160 J’.
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NQIY 10161

12.06.1994 Reclassified from wagon ‘NQIY 10161 Y’ to ’ wagon ‘RQIY 10161 S’.

NQIY 10162

Details: wagon ‘NQIY 10162 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10163

24.09.1993 Repair ‘SIDE STEP’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQIY 10163 J’ to ’ wagon ‘RQIY 10163 N’.

NQIY 10164

Details: wagon ‘NQIY 10164 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10165

29.09.1994 Reclassified from wagon ‘NQIY 10165 E’ to ’ wagon ‘RQIY 10165 X’.

NQIY 10166

Details: wagon ‘NQIY 10166 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10167

Details: wagon ‘NQIY 10167 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes
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NQIY 10168

21.05.1991 Repair ‘SIDE STEP’.
13.09.1993 Repair ‘HANDRAILS END’.
09.09.1994 Reclassified from wagon ‘NQIY 10168 X’ to ’ wagon ‘RQIY 10168 M’.

NQIY 10169

Details: wagon ‘NQIY 10169 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10170

04.08.1989 Repair ‘END HOSE’.
28.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1994 Reclassified from wagon ‘NQIY 10170 N’ to ’ wagon ‘RQIY 10170 R’.

NQIY 10171

Details: wagon ‘NQIY 10171 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10172

26.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1993 Repair ‘HANDRAILS END’.
27.09.1993 Repair ‘SIDE STEP’.
14.10.1994 Reclassified from wagon ‘NQIY 10172 X’ to ’ wagon ‘RQIY 10172 M’.

NQIY 10173

15.09.1994 Reclassified from wagon ‘NQIY 10173 R’ to ’ wagon ‘RQIY 10173 V’.

NQIY 10174

03.03.1994 Repair ‘TWIST LOCK’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQIY 10174 D’ to ’ wagon ‘RQIY 10174 H’.

NQIY 10175

13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘WHEEL SET’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘SIDE STEP’.
18.09.1991 Repair ‘WHEEL SET’.
02.10.1991 Repair ‘WHEEL SET’.
16.03.1993 Repair ‘WHEEL SET’.
31.12.1993 Repair ‘HANDBRAKE HANDLE’.
24.09.1994 Reclassified from wagon ‘NQIY 10175 M’ to ’ wagon ‘RQIY 10175 Q’.

NQIY 10176

Details: wagon ‘NQIY 10176 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10177

26.01.1990 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NQIY 10177 H’ to ’ wagon ‘RQIY 10177 L’.

NQIY 10178

12.07.1993 Repair ‘HANDRAILS END’.
14.06.1994 Reclassified from wagon ‘NQIY 10178 Q’ to ’ wagon ‘RQIY 10178 U’.

NQIY 10179

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘WHEEL SET’.
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Repair ‘WHEEL SET’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
17.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1991 Repair ‘BRAKE BLOCK RB95’.
17.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1991 Repair ‘VEHICLE COMPLETE’.
17.08.1991 Repair ‘WHEEL SET’.
03.04.1992 Repair ‘HANDRAILS END’.

NQIY 10180

21.05.1990 Repair ‘HANDRAILS END’.
19.03.1991 Repair ‘HANDRAILS END’.
19.11.1991 Repair ‘WHEEL SET’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQIY 10180 V’ to ’ wagon ‘RQIY 10180 C’.

NQIY 10181

Details: wagon ‘NQIY 10181 H’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10182

Details: wagon ‘NQIY 10182 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

15.04.1994 Repair ‘VEHICLE COMPLETE’.

NQIY 10183

Details: wagon ‘NQIY 10183 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10184

Details: wagon ‘NQIY 10184 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10185

15.01.1990 Repair ‘HANDBRAKE HANDLE’.
27.07.1992 Repair ‘SIDE STEP’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘EMPTY LOAD VALVE’.
08.10.1992 Repair ‘GRADE CONTROL VALVE’.
08.10.1992 Repair ‘WHEEL SET’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Reclassified from wagon ‘NQIY 10185 U’ to ’ wagon ‘RQIY 10185 B’.

NQIY 10186

Details: wagon ‘NQIY 10186 G’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10187

05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘HANDBRAKE HANDLE’.
16.06.1994 Reclassified from wagon ‘NQIY 10187 P’ to ’ wagon ‘RQIY 10187 T’.

NQIY 10188

07.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.10.1994 Reclassified from wagon ‘NQIY 10188 B’ to ’ wagon ‘RQIY 10188 F’.

NQIY 10189

02.12.1991 Repair ‘SIDE STEP’.
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1991 Repair ‘BRAKE PIN’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘HANDRAILS’.
28.09.1994 Reclassified from wagon ‘NQIY 10189 K’ to ’ wagon ‘RQIY 10189 Y’.

NQIY 10190

13.09.1990 Repair ‘HANDBRAKE HANDLE’.
13.09.1993 Repair ‘HANDRAILS END’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQIY 10190 G’ to ’ wagon ‘RQIY 10190 K’.
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NQIY 10191

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘WHEEL SET’.
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘VEHICLE COMPLETE’.
13.11.1993 Repair ‘WHEEL SET’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Reclassified from wagon ‘NQIY 10191 P’ to ’ wagon ‘RQIY 10191 T’.

NQIY 10192

11.09.1989 Repair ‘SIDE STEP’.
07.12.1990 Repair ‘SIDE STEP’.
04.03.1991 Repair ‘SIDE STEP’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Reclassified from wagon ‘NQIY 10192 B’ to ’ wagon ‘RQIY 10192 F’.

NQIY 10193

Details: wagon ‘NQIY 10193 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10194

Details: wagon ‘NQIY 10194 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10195

02.03.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘HANDBRAKE HANDLE’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘BRANCH PIPE’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BRANCH PIPE’.
20.01.1994 Repair ‘WHEEL SET’.
26.09.1994 Reclassified from wagon ‘NQIY 10195 F’ to ’ wagon ‘RQIY 10195 J’.

NQIY 10196

04.09.1989 Repair ‘HANDBRAKE HANDLE’.
10.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Reclassified from wagon ‘NQIY 10196 Y’ to ’ wagon ‘RQIY 10196 S’.

NQIY 10197

10.03.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQIY 10197 A’ to ’ wagon ‘RQIY 10197 E’.

NQIY 10198

19.04.1990 Repair ‘HANDBRAKE HANDLE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQIY 10198 J’ to ’ wagon ‘RQIY 10198 N’.

NQIY 10199

Details: wagon ‘NQIY 10199 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

NQIY 10200

Details: wagon ‘NQIY 10200 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

2.503 Wagon classification starting with ‘NQJ’

NQJW 21951

02.12.1989 Repair ‘HANDRAILS’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQJW 21951 W’ to ’ wagon ‘RQJW 21951 D’.

NQJW 21952

03.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘WHEEL SET’.
31.12.1992 Repair ‘WHEEL SET’.
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘END HOSE’.
04.01.1994 Repair ‘SIDE STEP’.
24.09.1994 Reclassified from wagon ‘NQJW 21952 X’ to ’ wagon ‘RQJW 21952 M’.

NQJW 21953

28.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQJW 21953 R’ to ’ wagon ‘RQJW 21953 V’.

NQJW 21954

27.03.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Reclassified from wagon ‘NQJW 21954 D’ to ’ wagon ‘RQJW 21954 H’.

NQJW 21955

15.08.1989 Repair ‘END HOSE’.
29.07.1991 Repair ‘END HOSE’.
02.09.1991 Repair ‘SIDE STEP’.
29.09.1994 Reclassified from wagon ‘NQJW 21955 M’ to ’ wagon ‘RQJW 21955 Q’.

NQJW 21956

08.02.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Reclassified from wagon ‘NQJW 21956 V’ to ’ wagon ‘RQJW 21956 C’.

NQJW 21957

08.11.1991 Repair ‘WHEEL SET’.
08.09.1995 Reclassified from wagon ‘NQJW 21957 H’ to ’ wagon ‘RQJW 21957 L’.

NQJW 21958

13.04.1991 Repair ‘HANDRAILS’.
13.04.1991 Repair ‘HANDRAILS END’.
13.04.1991 Repair ‘SIDE STEP’.
25.09.1993 Repair ‘BRAKE LEVER’.
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.10.1994 Reclassified from wagon ‘NQJW 21958 Q’ to ’ wagon ‘RQJW 21958 U’.
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NQJW 21959

21.08.1991 Repair ‘END HOSE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Reclassified from wagon ‘NQJW 21959 C’ to ’ wagon ‘RQJW 21959 G’.

NQJW 21960

07.10.1991 Repair ‘END HOSE’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘SIDE BEARER’.
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘SIDE SILL’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
29.09.1994 Reclassified from wagon ‘NQJW 21960 V’ to ’ wagon ‘RQJW 21960 C’.

NQJW 21961

Details: wagon ‘NQJW 21961 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

26.08.1989 Repair ‘END HOSE’.

NQJW 21962

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1994 Reclassified from wagon ‘NQJW 21962 Q’ to ’ wagon ‘RQJW 21962 U’.
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NQJW 21963

16.03.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Reclassified from wagon ‘NQJW 21963 C’ to ’ wagon ‘RQJW 21963 G’.

NQJW 21964

18.12.1989 Repair ‘HANDRAILS’.
28.10.1994 Reclassified from wagon ‘NQJW 21964 L’ to ’ wagon ‘RQJW 21964 P’.

NQJW 21965

06.08.1990 Repair ‘HANDRAILS’.
25.03.1991 Repair ‘HANDRAILS’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Reclassified from wagon ‘NQJW 21965 U’ to ’ wagon ‘RQJW 21965 B’.

NQJW 21966

02.06.1994 Reclassified from wagon ‘NQJW 21966 G’ to ’ wagon ‘RQJW 21966 K’.

NQJW 21967

27.02.1991 Repair ‘HANDRAILS’.
12.11.1992 Repair ‘HANDRAILS’.
14.05.1994 Reclassified from wagon ‘NQJW 21967 P’ to ’ wagon ‘RQJW 21967 T’.

NQJW 21968

29.11.1990 Repair ‘HANDRAILS’.
04.10.1991 Repair ‘HANDRAILS’.
04.10.1991 Repair ‘HANDRAILS END’.
21.06.1994 Reclassified from wagon ‘NQJW 21968 B’ to ’ wagon ‘RQJW 21968 F’.

NQJW 21969

06.11.1991 Repair ‘HANDRAILS’.
11.11.1994 Reclassified from wagon ‘NQJW 21969 K’ to ’ wagon ‘RQJW 21969 Y’.

NQJW 21970

10.11.1994 Reclassified from wagon ‘NQJW 21970 G’ to ’ wagon ‘RQJW 21970 K’.

NQJW 21971

11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE PULL ROD’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQJW 21971 P’ to ’ wagon ‘RQJW 21971 T’.
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NQJW 21972

25.09.1991 Repair ‘SIDE STEP’.
28.09.1994 Reclassified from wagon ‘NQJW 21972 B’ to ’ wagon ‘RQJW 21972 F’.

NQJW 21973

18.04.1991 Repair ‘SIDE STEP’.
18.04.1991 Repair ‘SIDE STEP’.
22.04.1991 Repair ‘WHEEL SET’.
08.01.1994 Repair ‘WHEEL SET’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 21973 K’ to ’ wagon ‘RQJW 21973 Y’.

NQJW 21974

01.02.1993 Repair ‘SIDE STEP’.
29.09.1994 Reclassified from wagon ‘NQJW 21974 T’ to ’ wagon ‘RQJW 21974 A’.

NQJW 21975

16.04.1990 Repair ‘END HOSE’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘SIDE SILL’.
19.04.1990 Repair ‘SIDE STEP’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘AXLEBOX’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘BOGIE SPRING’.
10.08.1990 Repair ‘WHEEL SET’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘WHEEL SET’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Repair ‘WHEEL SET’.
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Reclassified from wagon ‘NQJW 21975 F’ to ’ wagon ‘RQJW 21975 J’.
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NQJW 21976

15.01.1990 Repair ‘END HOSE’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Reclassified from wagon ‘NQJW 21976 Y’ to ’ wagon ‘RQJW 21976 S’.

NQJW 21977

28.11.1994 Reclassified from wagon ‘NQJW 21977 A’ to ’ wagon ‘RQJW 21977 E’.

NQJW 21978

10.10.1990 Repair ‘TOP CENTRE PLATE’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Reclassified from wagon ‘NQJW 21978 J’ to ’ wagon ‘RQJW 21978 N’.

NQJW 21979

05.01.1990 Repair ‘END HOSE’.
15.09.1994 Reclassified from wagon ‘NQJW 21979 S’ to ’ wagon ‘RQJW 21979 W’.

NQJW 21980

02.06.1990 Repair ‘HANDRAILS’.
28.11.1991 Repair ‘SIDE STEP’.
03.11.1994 Reclassified from wagon ‘NQJW 21980 Y’ to ’ wagon ‘RQJW 21980 S’.

NQJW 21981

16.11.1990 Repair ‘HANDRAILS’.
16.11.1990 Repair ‘HANDRAILS END’.
22.06.1992 Repair ‘HANDRAILS’.
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
13.06.1994 Reclassified from wagon ‘NQJW 21981 A’ to ’ wagon ‘RQJW 21981 E’.

NQJW 21982

Details: wagon ‘NQJW 21982 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

04.07.1989 Repair ‘END HOSE’.
10.11.1989 Repair ‘HANDRAILS END’.

NQJW 21983

06.09.1993 Repair ‘HANDRAILS’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB95’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘END HOSE’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE SPRING’.
10.01.1994 Repair ‘COUPLER KNUCKLE’.
10.01.1994 Repair ‘END HOSE’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Reclassified from wagon ‘NQJW 21983 S’ to ’ wagon ‘RQJW 21983 W’.

NQJW 21984

04.08.1993 Repair ‘SIDE STEP’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘WHEEL SET’.
19.05.1994 Reclassified from wagon ‘NQJW 21984 E’ to ’ wagon ‘RQJW 21984 X’.

NQJW 21985

11.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.06.1990 Repair ‘BRAKE LEVER’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1990 Repair ‘HANDRAILS’.
04.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.07.1994 Reclassified from wagon ‘NQJW 21985 N’ to ’ wagon ‘RQJW 21985 R’.
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NQJW 21986

04.07.1989 Repair ‘END HOSE’.
14.05.1990 Repair ‘END HOSE’.
09.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.06.1994 Reclassified from wagon ‘NQJW 21986 W’ to ’ wagon ‘RQJW 21986 D’.

NQJW 21987

26.02.1992 Repair ‘SIDE STEP’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Reclassified from wagon ‘NQJW 21987 X’ to ’ wagon ‘RQJW 21987 M’.

NQJW 21988

11.10.1994 Reclassified from wagon ‘NQJW 21988 R’ to ’ wagon ‘RQJW 21988 V’.

NQJW 21989

21.02.1990 Repair ‘HANDRAILS’.
18.10.1993 Repair ‘HANDRAILS’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Reclassified from wagon ‘NQJW 21989 D’ to ’ wagon ‘RQJW 21989 H’.

NQJW 21990

11.01.1994 Repair ‘WHEEL SET’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Reclassified from wagon ‘NQJW 21990 W’ to ’ wagon ‘RQJW 21990 D’.

NQJW 21991

18.07.1989 Repair ‘END HOSE’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Repair ‘WHEEL SET’.
17.01.1992 Repair ‘HANDRAILS’.
25.07.1994 Reclassified from wagon ‘NQJW 21991 X’ to ’ wagon ‘RQJW 21991 M’.

NQJW 21992

31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
17.05.1995 Reclassified from wagon ‘NQJW 21992 R’ to ’ wagon ‘RQJW 21992 V’.
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NQJW 21993

22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE WEAR PLATES’.
31.08.1994 Reclassified from wagon ‘NQJW 21993 D’ to ’ wagon ‘RQJW 21993 H’.

NQJW 21994

18.10.1991 Repair ‘CARD OR CLIP HOLDER’.
18.10.1991 Repair ‘HANDRAILS’.
04.10.1994 Reclassified from wagon ‘NQJW 21994 M’ to ’ wagon ‘RQJW 21994 Q’.

NQJW 21995

08.06.1990 Repair ‘COUPLER COMPLETE’.
09.06.1990 Repair ‘END HOSE’.
04.08.1990 Repair ‘END HOSE’.
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRAKE LEVER’.
09.08.1990 Repair ‘BRAKE PULL ROD’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1990 Repair ‘WEAR PLATES & SADDLES’.
31.08.1991 Repair ‘SIDE SILL’.
01.06.1992 Repair ‘SIDE STEP’.
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘END HOSE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 21995 V’ to ’ wagon ‘RQJW 21995 C’.

NQJW 21996

11.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.06.1990 Repair ‘BRAKE LEVER’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘HANDRAILS’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘WHEEL SET’.
28.09.1994 Reclassified from wagon ‘NQJW 21996 H’ to ’ wagon ‘RQJW 21996 L’.

NQJW 21997

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Repair ‘HANDRAILS’.
29.10.1993 Repair ‘SIDE STEP’.
07.08.1994 Reclassified from wagon ‘NQJW 21997 Q’ to ’ wagon ‘RQJW 21997 U’.
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NQJW 21998

17.05.1990 Repair ‘BRAKE BLOCK RB101’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘HANDRAILS’.
11.03.1993 Repair ‘SIDE STEP’.
27.05.1993 Repair ‘WHEEL SET’.
25.07.1994 Reclassified from wagon ‘NQJW 21998 C’ to ’ wagon ‘RQJW 21998 G’.

NQJW 21999

27.03.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQJW 21999 L’ to ’ wagon ‘RQJW 21999 P’.

NQJW 22000

19.11.1990 Repair ‘SIDE STEP’.
16.11.1994 Reclassified from wagon ‘NQJW 22000 X’ to ’ wagon ‘RQJW 22000 M’.

NQJW 22001

13.01.1988 Reclassified from wagon ‘NQJW 22001 R’ to ’ wagon ‘NQTW 22001 B’.

NQJW 22004

08.09.1987 Reclassified from wagon ‘NQJW 22004 V’ to ’ wagon ‘NQTW 22004 F’.

NQJW 22005

08.09.1987 Reclassified from wagon ‘NQJW 22005 H’ to ’ wagon ‘NQTW 22005 Y’.

NQJW 22006

08.09.1987 Reclassified from wagon ‘NQJW 22006 Q’ to ’ wagon ‘NQTW 22006 A’.

NQJW 22007

08.09.1987 Reclassified from wagon ‘NQJW 22007 C’ to ’ wagon ‘NQTW 22007 J’.

NQJW 22010

12.02.1988 Reclassified from wagon ‘NQJW 22010 Q’ to ’ wagon ‘NQTW 22010 A’.

NQJW 22012

08.09.1987 Reclassified from wagon ‘NQJW 22012 L’ to ’ wagon ‘NQTW 22012 S’.

NQJW 22014

28.03.1988 Reclassified from wagon ‘NQJW 22014 G’ to ’ wagon ‘NQWW 22014 W’.
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NQJW 22015

08.09.1987 Reclassified from wagon ‘NQJW 22015 P’ to ’ wagon ‘NQTW 22015 W’.

NQJW 22017

Details: wagon ‘NQJW 22017 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

08.09.1987 Reclassified from wagon ‘NQJW 22017 K’ to ’ wagon ‘NQTW 22017 R’.

NQJW 22019

08.09.1987 Reclassified from wagon ‘NQJW 22019 F’ to ’ wagon ‘NQTW 22019 M’.

NQJW 22021

20.04.1988 Reclassified from wagon ‘NQJW 22021 K’ to ’ wagon ‘NQTW 22021 R’.

NQJW 22022

08.09.1987 Reclassified from wagon ‘NQJW 22022 T’ to ’ wagon ‘NQTW 22022 D’.

NQJW 22023

08.09.1987 Reclassified from wagon ‘NQJW 22023 F’ to ’ wagon ‘NQTW 22023 M’.

NQJW 22026

08.09.1987 Reclassified from wagon ‘NQJW 22026 J’ to ’ wagon ‘NQTW 22026 Q’.
31.03.1994 Reclassified from wagon ‘NQJW 22026 J’ to ’ wagon ‘RQWW 22026 N’.
31.05.1994 Reclassified from wagon ‘NQJW 22026 J’ to ’ wagon ‘RQWW 22026 G’.
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NQJW 22029

08.09.1987 Reclassified from wagon ‘NQJW 22029 N’ to ’ wagon ‘NQTW 22029 U’.

NQJW 22033

05.06.1990 Repair ‘END HOSE’.
14.09.1990 Repair ‘SIDE STEP’.
19.01.1991 Repair ‘END HOSE’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘WHEEL SET’.
01.03.1991 Repair ‘WHEEL SET’.
20.07.1992 Repair ‘SIDE STEP’.
25.07.1994 Reclassified from wagon ‘NQJW 22033 N’ to ’ wagon ‘RQJW 22033 R’.

NQJW 22034

06.01.1990 Repair ‘TRAIN PIPE’.
15.11.1991 Repair ‘HANDRAILS’.
03.11.1994 Reclassified from wagon ‘NQJW 22034 W’ to ’ wagon ‘RQJW 22034 D’.

NQJW 22035

10.04.1991 Repair ‘SIDE STEP’.
21.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘SIDE STEP’.
17.01.1994 Repair ‘STEP’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Reclassified from wagon ‘NQJW 22035 X’ to ’ wagon ‘RQJW 22035 M’.

NQJW 22036

30.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1989 Repair ‘SIDE STEP’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘END HOSE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘SIDE STEP’.
07.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1993 Repair ‘SIDE STEP’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQJW 22036 R’ to ’ wagon ‘RQJW 22036 V’.
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NQJW 22037

25.07.1994 Reclassified from wagon ‘NQJW 22037 D’ to ’ wagon ‘RQJW 22037 H’.

NQJW 22038

16.01.1990 Repair ‘END HOSE’.
10.04.1990 Repair ‘END HOSE’.
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘WHEEL SET’.
18.01.1995 Reclassified from wagon ‘NQJW 22038 M’ to ’ wagon ‘RQJW 22038 Q’.

NQJW 22039

04.07.1989 Repair ‘END HOSE’.
17.10.1989 Repair ‘END HOSE’.
11.07.1991 Repair ‘END HOSE’.
09.06.1993 Repair ‘SIDE STEP’.
05.10.1993 Repair ‘HANDRAILS’.
31.08.1994 Reclassified from wagon ‘NQJW 22039 V’ to ’ wagon ‘RQJW 22039 C’.

NQJW 22040

09.10.1993 Repair ‘SIDE STEP’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQJW 22040 R’ to ’ wagon ‘RQJW 22040 V’.

NQJW 22041

13.05.1993 Repair ‘HANDRAILS’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 22041 D’ to ’ wagon ‘RQJW 22041 H’.

NQJW 22042

07.11.1994 Reclassified from wagon ‘NQJW 22042 M’ to ’ wagon ‘RQJW 22042 Q’.

NQJW 22043

11.08.1994 Reclassified from wagon ‘NQJW 22043 V’ to ’ wagon ‘RQJW 22043 C’.

NQJW 22044

07.07.1989 Repair ‘SIDE STEP’.
21.10.1989 Repair ‘HANDRAILS’.
22.10.1993 Repair ‘END HOSE’.
12.06.1994 Reclassified from wagon ‘NQJW 22044 H’ to ’ wagon ‘RQJW 22044 L’.
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NQJW 22045

25.06.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Reclassified from wagon ‘NQJW 22045 Q’ to ’ wagon ‘RQJW 22045 U’.

NQJW 22046

07.08.1994 Reclassified from wagon ‘NQJW 22046 C’ to ’ wagon ‘RQJW 22046 G’.

NQJW 22047

09.02.1996 Reclassified from wagon ‘NQJW 22047 L’ to ’ wagon ‘RQJW 22047 P’.

NQJW 22048

28.09.1992 Repair ‘HANDRAILS’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 22048 U’ to ’ wagon ‘RQJW 22048 B’.

NQJW 22049

06.01.1990 Repair ‘HANDRAILS’.
29.11.1990 Repair ‘HANDRAILS’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQJW 22049 G’ to ’ wagon ‘RQJW 22049 K’.

NQJW 22050

25.04.1990 Repair ‘END HOSE’.
21.05.1990 Repair ‘WEAR PLATES & SADDLES’.
17.05.1994 Reclassified from wagon ‘NQJW 22050 C’ to ’ wagon ‘RQJW 22050 G’.

NQJW 22051

29.09.1994 Reclassified from wagon ‘NQJW 22051 L’ to ’ wagon ‘RQJW 22051 P’.

NQJW 22052

25.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘SIDE STEP’.
16.12.1991 Repair ‘SIDE STEP’.
22.05.1993 Repair ‘SIDE STEP’.
10.09.1994 Reclassified from wagon ‘NQJW 22052 U’ to ’ wagon ‘RQJW 22052 B’.

NQJW 22053

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1990 Repair ‘HANDBRAKE HANDLE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Reclassified from wagon ‘NQJW 22053 G’ to ’ wagon ‘RQJW 22053 K’.

10394



2.503. Wagon classification starting with ‘NQJ’

NQJW 22054

03.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.05.1994 Reclassified from wagon ‘NQJW 22054 P’ to ’ wagon ‘RQJW 22054 T’.

NQJW 22055

01.08.1994 Reclassified from wagon ‘NQJW 22055 B’ to ’ wagon ‘RQJW 22055 F’.

NQJW 22056

03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 22056 K’ to ’ wagon ‘RQJW 22056 Y’.

NQJW 22057

11.12.1990 Repair ‘END HOSE’.
26.05.1995 Reclassified from wagon ‘NQJW 22057 T’ to ’ wagon ‘RQJW 22057 A’.

NQJW 22058

17.10.1991 Repair ‘SIDE STEP’.
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘WHEEL SET’.
31.08.1994 Reclassified from wagon ‘NQJW 22058 F’ to ’ wagon ‘RQJW 22058 J’.

NQJW 22059

20.01.1994 Repair ‘SIDE STEP’.
14.10.1994 Reclassified from wagon ‘NQJW 22059 Y’ to ’ wagon ‘RQJW 22059 S’.

NQJW 22060

24.08.1989 Repair ‘SIDE STEP’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.12.1989 Repair ‘END HOSE’.
12.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Reclassified from wagon ‘NQJW 22060 K’ to ’ wagon ‘RQJW 22060 Y’.

NQJW 22061

05.09.1994 Reclassified from wagon ‘NQJW 22061 T’ to ’ wagon ‘RQJW 22061 A’.

NQJW 22062

22.12.1989 Repair ‘END HOSE’.
09.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Reclassified from wagon ‘NQJW 22062 F’ to ’ wagon ‘RQJW 22062 J’.
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NQJW 22063

12.05.1990 Repair ‘HANDRAILS’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1990 Repair ‘STEP’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘WHEEL SET’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1993 Repair ‘END HOSE’.
02.09.1993 Repair ‘HOSE FITTINGS’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 22063 Y’ to ’ wagon ‘RQJW 22063 S’.

NQJW 22064

12.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1990 Repair ‘YOKE CARRIER’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Reclassified from wagon ‘NQJW 22064 A’ to ’ wagon ‘RQJW 22064 E’.

NQJW 22065

16.01.1992 Repair ‘SIDE STEP’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘WHEEL SET’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Reclassified from wagon ‘NQJW 22065 J’ to ’ wagon ‘RQJW 22065 N’.

NQJW 22066

04.10.1991 Repair ‘SIDE STEP’.
28.05.1992 Repair ‘SIDE STEP’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Reclassified from wagon ‘NQJW 22066 S’ to ’ wagon ‘RQJW 22066 W’.

NQJW 22067

17.02.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Reclassified from wagon ‘NQJW 22067 E’ to ’ wagon ‘RQJW 22067 X’.

NQJW 22068

06.12.1989 Repair ‘HANDRAILS’.
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02.06.1990 Repair ‘HANDRAILS’.
28.07.1994 Reclassified from wagon ‘NQJW 22068 N’ to ’ wagon ‘RQJW 22068 R’.

NQJW 22070

07.02.1992 Repair ‘SIDE STEP’.
20.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1992 Repair ‘SIDE STEP’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
16.05.1995 Reclassified from wagon ‘NQJW 22070 S’ to ’ wagon ‘RQJW 22070 W’.

NQJW 22071

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘AXLEBOX’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘END BRAKE COCK’.
11.07.1990 Repair ‘END HOSE’.
11.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘SIDE STEP’.
29.09.1994 Reclassified from wagon ‘NQJW 22071 E’ to ’ wagon ‘RQJW 22071 X’.

NQJW 22072

27.07.1990 Repair ‘SIDE STEP’.
25.08.1990 Repair ‘SIDE STEP’.
08.09.1990 Repair ‘SIDE STEP’.
04.10.1990 Repair ‘SIDE STEP’.
09.10.1990 Repair ‘END HOSE’.
22.11.1990 Repair ‘SIDE STEP’.
23.12.1991 Repair ‘SIDE STEP’.
13.04.1992 Repair ‘SIDE STEP’.
07.06.1993 Repair ‘HANDRAILS’.
07.06.1993 Repair ‘SIDE STEP’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Reclassified from wagon ‘NQJW 22072 N’ to ’ wagon ‘RQJW 22072 R’.

NQJW 22073

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘AXLEBOX’.
02.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
28.02.1990 Repair ‘SIDE STEP’.
19.10.1991 Repair ‘STEP’.

10397



2. TIMS GROUP INFORMATION - WAGONS

17.05.1994 Reclassified from wagon ‘NQJW 22073 W’ to ’ wagon ‘RQJW 22073 D’.

NQJW 22074

31.12.1990 Repair ‘SIDE MEMBER’.
15.07.1992 Repair ‘SIDE STEP’.
13.12.1993 Repair ‘HANDRAILS’.
17.05.1994 Reclassified from wagon ‘NQJW 22074 X’ to ’ wagon ‘RQJW 22074 M’.

NQJW 22075

21.06.1991 Repair ‘SIDE MEMBER’.
28.10.1991 Repair ‘HANDRAILS’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Reclassified from wagon ‘NQJW 22075 R’ to ’ wagon ‘RQJW 22075 V’.

NQJW 22076

02.08.1989 Repair ‘HANDBRAKE HANDLE’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘WHEEL SET’.
11.05.1990 Repair ‘SIDE STEP’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1994 Reclassified from wagon ‘NQJW 22076 D’ to ’ wagon ‘RQJW 22076 H’.

NQJW 22077

14.09.1990 Repair ‘LADDER’.
29.08.1991 Repair ‘END HOSE’.
21.06.1994 Reclassified from wagon ‘NQJW 22077 M’ to ’ wagon ‘RQJW 22077 Q’.

NQJW 22078

22.07.1994 Reclassified from wagon ‘NQJW 22078 V’ to ’ wagon ‘RQJW 22078 C’.

NQJW 22079

27.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1993 Repair ‘WHEEL SET’.
03.11.1994 Reclassified from wagon ‘NQJW 22079 H’ to ’ wagon ‘RQJW 22079 L’.

NQJW 22080

Details: wagon ‘NQJW 22080 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
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Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

NQJW 22081

13.06.1994 Reclassified from wagon ‘NQJW 22081 M’ to ’ wagon ‘RQJW 22081 Q’.

NQJW 22082

07.12.1990 Repair ‘SIDE STEP’.
07.08.1994 Reclassified from wagon ‘NQJW 22082 V’ to ’ wagon ‘RQJW 22082 C’.

NQJW 60000

22.01.1993 Repair ‘HANDRAILS’.
15.12.1993 Repair ‘HANDRAILS’.
25.01.1994 Repair ‘END HOSE’.
27.03.1995 Reclassified from wagon ‘NQJW 60000 Q’ to ’ wagon ‘RQJW 60000 U’.

NQJW 60001

27.10.1989 Repair ‘CARD OR CLIP HOLDER’.
19.01.1991 Repair ‘END HOSE’.
20.09.1994 Reclassified from wagon ‘NQJW 60001 C’ to ’ wagon ‘RQJW 60001 G’.

NQJW 60002

15.12.1989 Repair ‘SIDE STEP’.
20.12.1990 Repair ‘SIDE MEMBER’.
07.11.1991 Repair ‘SIDE STEP’.
10.12.1991 Repair ‘WHEEL SET’.
16.12.1991 Repair ‘END HOSE’.
27.07.1992 Repair ‘HANDRAILS’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘TWIST LOCK’.
28.01.1994 Repair ‘TWIST LOCK’.
04.02.1994 Repair ‘TWIST LOCK’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Reclassified from wagon ‘NQJW 60002 L’ to ’ wagon ‘RQNW 60002 E’.
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NQJW 60003

11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE PULL ROD’.
11.06.1990 Repair ‘HANDRAILS’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1991 Repair ‘SIDE STEP’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Reclassified from wagon ‘NQJW 60003 U’ to ’ wagon ‘RQJW 60003 B’.

NQJW 60004

30.07.1993 Repair ‘SIDE STEP’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQJW 60004 G’ to ’ wagon ‘RQJW 60004 K’.

NQJW 60005

16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘GRADE CONTROL VALVE’.
16.12.1993 Repair ‘HANDRAILS’.
16.12.1993 Repair ‘TRAIN PIPE’.
28.12.1993 Repair ‘HANDRAILS’.
24.10.1994 Reclassified from wagon ‘NQJW 60005 P’ to ’ wagon ‘RQJW 60005 T’.

NQJW 60006

12.07.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘HANDRAILS’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Reclassified from wagon ‘NQJW 60006 B’ to ’ wagon ‘RQJW 60006 F’.

NQJW 60007

25.05.1990 Repair ‘SIDE STEP’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1991 Repair ‘WHEEL SET’.
18.01.1992 Repair ‘SIDE STEP’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 60007 K’ to ’ wagon ‘RQJW 60007 Y’.

NQJW 60008

03.07.1989 Repair ‘BOGIE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Reclassified from wagon ‘NQJW 60008 T’ to ’ wagon ‘RQJW 60008 A’.
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NQJW 60009

11.07.1989 Repair ‘BOGIE BEARINGS’.
02.09.1989 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘TWIST LOCK’.
16.05.1990 Repair ‘SIDE STEP’.
17.05.1990 Repair ‘END HOSE’.
29.09.1994 Reclassified from wagon ‘NQJW 60009 F’ to ’ wagon ‘RQJW 60009 J’.

NQJW 60010

03.04.1990 Repair ‘END HOSE’.
14.10.1994 Reclassified from wagon ‘NQJW 60010 B’ to ’ wagon ‘RQJW 60010 F’.

NQJW 60011

21.01.1991 Repair ‘SIDE STEP’.
25.01.1991 Repair ‘HANDRAILS’.
12.05.1991 Repair ‘END HOSE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Reclassified from wagon ‘NQJW 60011 K’ to ’ wagon ‘RQJW 60011 Y’.

NQJW 60012

21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1990 Repair ‘WHEEL SET’.
14.01.1991 Repair ‘STEP’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Reclassified from wagon ‘NQJW 60012 T’ to ’ wagon ‘RQJW 60012 A’.

NQJW 60013

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE SPRING’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
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16.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1993 Repair ‘BRAKE PIN’.
26.08.1993 Repair ‘END HOSE’.
06.12.1993 Repair ‘HANDRAILS’.
03.11.1994 Reclassified from wagon ‘NQJW 60013 F’ to ’ wagon ‘RQJW 60013 J’.

NQJW 60014

10.09.1994 Reclassified from wagon ‘NQJW 60014 Y’ to ’ wagon ‘RQJW 60014 S’.

NQJW 60015

14.09.1991 Repair ‘SIDE STEP’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘WHEEL SET’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQJW 60015 A’ to ’ wagon ‘RQJW 60015 E’.

NQJW 60016

15.12.1989 Repair ‘HANDRAILS’.
12.02.1990 Repair ‘TWIST LOCK’.
15.08.1991 Repair ‘SIDE STEP’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQJW 60016 J’ to ’ wagon ‘RQJW 60016 N’.

NQJW 60017

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘CENTRE SILL’.
09.07.1990 Repair ‘WHEEL SET’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘COUPLER COMPLETE’.
25.10.1993 Repair ‘END COMPLETE’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1993 Repair ‘HANDRAILS’.
25.10.1993 Repair ‘HANDRAILS END’.
25.10.1993 Repair ‘TOP CENTRE PLATE’.
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Repair ‘YOKE COMPLETE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
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21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Reclassified from wagon ‘NQJW 60017 S’ to ’ wagon ‘RQNW 60017 L’.

NQJW 60018

02.04.1990 Repair ‘END HOSE’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 60018 E’ to ’ wagon ‘RQJW 60018 X’.

NQJW 60019

07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BEARERS’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1993 Repair ‘SIDE STEP’.
22.09.1993 Repair ‘HANDRAILS’.
15.08.1994 Reclassified from wagon ‘NQJW 60019 N’ to ’ wagon ‘RQJW 60019 R’.

NQJW 60020

25.04.1990 Repair ‘END HOSE’.
16.04.1993 Repair ‘HANDRAILS END’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQJW 60020 J’ to ’ wagon ‘RQNW 60020 C’.

NQJW 60021

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘WHEEL SET’.
13.06.1994 Reclassified from wagon ‘NQJW 60021 S’ to ’ wagon ‘RQJW 60021 W’.

NQJW 60022

14.10.1989 Repair ‘SIDE STEP’.
29.09.1993 Repair ‘WHEEL SET’.
07.10.1993 Repair ‘WHEEL SET’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Repair ‘HANDRAILS’.
13.06.1994 Reclassified from wagon ‘NQJW 60022 E’ to ’ wagon ‘RQJW 60022 X’.
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NQJW 60023

03.02.1992 Repair ‘END HOSE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘VEHICLE COMPLETE’.
14.02.1992 Repair ‘WHEEL SET’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Reclassified from wagon ‘NQJW 60023 N’ to ’ wagon ‘RQNW 60023 G’.

NQJW 60024

25.11.1989 Repair ‘AXLEBOX’.
25.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1989 Repair ‘HANDRAILS END’.
03.11.1994 Reclassified from wagon ‘NQJW 60024 W’ to ’ wagon ‘RQJW 60024 D’.

NQJW 60025

15.01.1990 Repair ‘END HOSE’.
29.11.1994 Reclassified from wagon ‘NQJW 60025 X’ to ’ wagon ‘RQJW 60025 M’.

NQJW 60026

27.03.1990 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘TWIST LOCK’.
20.12.1993 Repair ‘HANDRAILS’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 60026 R’ to ’ wagon ‘RQJW 60026 V’.

NQJW 60027

14.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.11.1989 Repair ‘HANDRAILS’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.02.1991 Repair ‘SIDE STEP’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BOLSTER’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1993 Repair ‘HANDRAILS’.
14.06.1994 Reclassified from wagon ‘NQJW 60027 D’ to ’ wagon ‘RQJW 60027 H’.

NQJW 60028

27.10.1989 Repair ‘CARD OR CLIP HOLDER’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQJW 60028 M’ to ’ wagon ‘RQJW 60028 Q’.
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NQJW 60029

26.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘END HOSE’.
14.09.1993 Repair ‘TWIST LOCK’.
31.08.1994 Reclassified from wagon ‘NQJW 60029 V’ to ’ wagon ‘RQJW 60029 C’.

NQJW 60030

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE SPRING’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
15.11.1991 Repair ‘HANDRAILS END’.
28.09.1994 Reclassified from wagon ‘NQJW 60030 R’ to ’ wagon ‘RQJW 60030 V’.

NQJW 60031

04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘WHEEL SET’.
17.05.1994 Reclassified from wagon ‘NQJW 60031 D’ to ’ wagon ‘RQPW 60031 C’.

NQJW 60032

30.09.1991 Repair ‘HANDRAILS’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Reclassified from wagon ‘NQJW 60032 M’ to ’ wagon ‘RQJW 60032 Q’.

NQJW 60033

11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1991 Repair ‘HANDRAILS END’.
12.02.1992 Repair ‘HANDRAILS’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘WHEEL SET’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Reclassified from wagon ‘NQJW 60033 V’ to ’ wagon ‘RQJW 60033 C’.

NQJW 60034

22.11.1989 Repair ‘END HOSE’.
09.12.1992 Repair ‘WHEEL SET’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQJW 60034 H’ to ’ wagon ‘RQJW 60034 L’.

NQJW 60035

23.08.1990 Repair ‘HANDRAILS’.
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14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘WHEEL SET’.
17.12.1991 Repair ‘WHEEL SET’.
17.01.1992 Repair ‘HANDRAILS’.
16.12.1994 Reclassified from wagon ‘NQJW 60035 Q’ to ’ wagon ‘RQJW 60035 U’.

NQJW 60036

19.01.1991 Repair ‘END HOSE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BEARINGS’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘END HOSE’.
22.08.1991 Repair ‘WEAR PLATES & SADDLES’.
12.06.1992 Repair ‘HANDRAILS’.
29.06.1992 Repair ‘HANDRAILS’.
10.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQJW 60036 C’ to ’ wagon ‘RQJW 60036 G’.

NQJW 60037

16.04.1990 Repair ‘HANDRAILS’.
12.05.1990 Repair ‘SIDE STEP’.
12.05.1990 Repair ‘STEP’.
25.10.1994 Reclassified from wagon ‘NQJW 60037 L’ to ’ wagon ‘RQJW 60037 P’.

NQJW 60038

12.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1993 Repair ‘HANDRAILS’.
22.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
06.03.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQJW 60038 U’ to ’ wagon ‘RQJW 60038 B’.

NQJW 60039

14.10.1989 Repair ‘HANDRAILS END’.
20.11.1989 Repair ‘SIDE STEP’.
02.05.1991 Repair ‘SIDE STEP’.
14.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1995 Reclassified from wagon ‘NQJW 60039 G’ to ’ wagon ‘RQJW 60039 K’.
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NQJW 60040

18.06.1994 Reclassified from wagon ‘NQJW 60040 C’ to ’ wagon ‘RQJW 60040 G’.

NQJW 60041

23.08.1994 Reclassified from wagon ‘NQJW 60041 L’ to ’ wagon ‘RQNW 60041 E’.

NQJW 60042

20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘CENTRE SILL’.
14.08.1993 Repair ‘END HOSE’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘AXLEBOX’.
27.01.1994 Repair ‘END HOSE’.
28.10.1994 Reclassified from wagon ‘NQJW 60042 U’ to ’ wagon ‘RQJW 60042 B’.

NQJW 60043

04.06.1990 Repair ‘END HOSE’.
21.01.1991 Repair ‘TWIST LOCK’.
02.01.1993 Repair ‘HANDRAILS’.
07.06.1993 Repair ‘HANDRAILS’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1994 Reclassified from wagon ‘NQJW 60043 G’ to ’ wagon ‘RQJW 60043 K’.

NQJW 60044

24.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQJW 60044 P’ to ’ wagon ‘RQJW 60044 T’.

NQJW 60045

15.06.1992 Repair ‘TWIST LOCK’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Reclassified from wagon ‘NQJW 60045 B’ to ’ wagon ‘RQJW 60045 F’.

NQJW 60046

23.11.1991 Repair ‘HANDRAILS’.
24.09.1994 Reclassified from wagon ‘NQJW 60046 K’ to ’ wagon ‘RQJW 60046 Y’.

NQJW 60047

04.09.1991 Repair ‘HANDRAILS’.
19.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1993 Repair ‘COUPLER KNUCKLE’.
19.06.1993 Repair ‘EMPTY LOAD VALVE’.
19.06.1993 Repair ‘WHEEL SET’.
03.08.1993 Repair ‘WHEEL SET’.
06.12.1994 Reclassified from wagon ‘NQJW 60047 T’ to ’ wagon ‘RQJW 60047 A’.

NQJW 60048

05.03.1992 Repair ‘HANDRAILS’.
18.10.1993 Repair ‘AXLEBOX’.
23.08.1994 Reclassified from wagon ‘NQJW 60048 F’ to ’ wagon ‘RQNW 60048 V’.

NQJW 60049

14.11.1990 Repair ‘STEP’.
16.11.1990 Repair ‘WHEEL SET’.
17.04.1992 Repair ‘SIDE STEP’.
18.08.1992 Repair ‘SIDE STEP’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Reclassified from wagon ‘NQJW 60049 Y’ to ’ wagon ‘RQJW 60049 S’.

2.504 Wagon classification starting with ‘NQM’

NQMW 60050

29.03.1994 Reclassified from wagon ‘NQMW 60050 T’ to ’ wagon ‘RQPW 60050 J’.

NQMW 60051

15.01.1990 Repair ‘HANDRAILS’.
15.01.1990 Repair ‘SIDE STEP’.
16.01.1990 Repair ‘SIDE STEP’.

NQMW 60052

06.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘NQMW 60052 Y’ to ’ wagon ‘RQDF 60052 P’.

NQMW 60053

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1990 Repair ‘BRAKE LEVER’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1994 Reclassified from wagon ‘NQMW 60053 A’ to ’ wagon ‘RQPW 60053 N’.
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NQMW 60054

04.09.1989 Repair ‘TWIST LOCK’.
25.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1994 Reclassified from wagon ‘NQMW 60054 J’ to ’ wagon ‘RQDW 60054 J’.

NQMW 60055

26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Repair ‘SIDE STEP’.
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Reclassified from wagon ‘NQMW 60055 S’ to ’ wagon ‘RQPW 60055 X’.

NQMW 60056

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1989 Repair ‘TWIST LOCK’.
04.10.1989 Repair ‘TWIST LOCK’.
13.10.1990 Repair ‘END BRAKE COCK’.
13.10.1990 Repair ‘END HOSE’.
13.10.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1994 Reclassified from wagon ‘NQMW 60056 E’ to ’ wagon ‘RQPW 60056 R’.

NQMW 60057

14.03.1994 Reclassified from wagon ‘NQMW 60057 N’ to ’ wagon ‘RQPW 60057 D’.

NQMW 60058

20.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1990 Repair ‘SIDE STEP’.
20.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1994 Reclassified from wagon ‘NQMW 60058 W’ to ’ wagon ‘RQDW 60058 W’.

NQMW 60060

28.10.1994 Reclassified from wagon ‘NQMW 60060 E’ to ’ wagon ‘RQDF 60060 F’.

NQMW 60061

07.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1989 Repair ‘BOGIE SIDEFRAME’.
07.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘END HOSE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Reclassified from wagon ‘NQMW 60061 N’ to ’ wagon ‘RQDF 60061 Y’.

NQMW 60062

31.08.1994 Reclassified from wagon ‘NQMW 60062 W’ to ’ wagon ‘RQDW 60062 W’.

NQMW 60063

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1989 Repair ‘BRANCH PIPE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1994 Reclassified from wagon ‘NQMW 60063 X’ to ’ wagon ‘RQDW 60063 X’.

NQMW 60064

01.08.1989 Repair ‘END HOSE’.
25.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1994 Reclassified from wagon ‘NQMW 60064 R’ to ’ wagon ‘RQPW 60064 H’.

NQMW 60065

14.03.1994 Reclassified from wagon ‘NQMW 60065 D’ to ’ wagon ‘RQPW 60065 Q’.

NQMW 60066

04.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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20.06.1990 Repair ‘END HOSE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1994 Reclassified from wagon ‘NQMW 60066 M’ to ’ wagon ‘RQDW 60066 M’.

NQMW 60067

05.05.1994 Reclassified from wagon ‘NQMW 60067 V’ to ’ wagon ‘RQPW 60067 L’.

NQMW 60068

29.03.1994 Reclassified from wagon ‘NQMW 60068 H’ to ’ wagon ‘RQPW 60068 U’.

NQMW 60069

26.12.1989 Repair ‘END HOSE’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘COUPLER COMPLETE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.12.1989 Repair ‘TRAIN PIPE (END)’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘HANDRAILS’.
20.09.1994 Reclassified from wagon ‘NQMW 60069 Q’ to ’ wagon ‘RQPW 60069 G’.

NQMW 60070

09.04.1994 Reclassified from wagon ‘NQMW 60070 M’ to ’ wagon ‘RQPW 60070 C’.

NQMW 60071

18.03.1994 Reclassified from wagon ‘NQMW 60071 V’ to ’ wagon ‘RQPW 60071 L’.

NQMW 60072

12.08.1994 Reclassified from wagon ‘NQMW 60072 H’ to ’ wagon ‘RQPW 60072 U’.
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NQMW 60073

14.12.1989 Repair ‘HANDRAILS’.
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Reclassified from wagon ‘NQMW 60073 Q’ to ’ wagon ‘RQDW 60073 Q’.

NQMW 60074

19.09.1994 Reclassified from wagon ‘NQMW 60074 C’ to ’ wagon ‘RQDW 60074 C’.

NQMW 60075

17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1990 Repair ‘BOGIE COMPLETE’.
17.03.1990 Repair ‘BRAKE LEVER’.
17.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQMW 60076

09.10.1989 Repair ‘WHEEL SET’.
27.10.1993 Repair ‘SLOPE SHEET’.
11.10.1994 Reclassified from wagon ‘NQMW 60076 U’ to ’ wagon ‘RQDW 60076 U’.

NQMW 60077

26.03.1994 Reclassified from wagon ‘NQMW 60077 G’ to ’ wagon ‘RQPW 60077 T’.

NQMW 60078

24.10.1994 Reclassified from wagon ‘NQMW 60078 P’ to ’ wagon ‘RQDF 60078 Q’.

NQMW 60079

18.05.1989 Reclassified from wagon ‘NQMW 60079 B’ to ’ wagon ‘NQEX 60079 E’.
01.12.1989 Repair ‘VEHICLE RECLASSIFY’.
01.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60079 E’
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2.505 Wagon classification starting with ‘NQO’

NQOF 14904

Details: wagon ‘NQOF 14904 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 14904 W
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 56.8 tonnes

09.03.1994 Repair ‘VEHICLE RECLASSIFY’.
09.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14904 W’

NQOF 14906

Details: wagon ‘NQOF 14906 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 14906 K
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14906 R’

NQOF 14947

Details: wagon ‘NQOF 14947 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 14947 M
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14947 M’

NQOF 14958

Details: wagon ‘NQOF 14958 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 14958 G
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14958 G’

NQOF 14967

Details: wagon ‘NQOF 14967 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY14967
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14967 F’

NQOF 14968

Details: wagon ‘NQOF 14968 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 14968 Y
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 56.8 tonnes
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09.03.1994 Repair ‘VEHICLE RECLASSIFY’.
09.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14968 Y’

NQOF 14986

Details: wagon ‘NQOF 14986 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14986 M’

NQOF 14992

Details: wagon ‘NQOF 14992 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 14992 H
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14992 H’

NQOF 14995

Details: wagon ‘NQOF 14995 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 14995 L
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 56.8 tonnes

09.03.1994 Repair ‘VEHICLE RECLASSIFY’.
09.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14995 L’

NQOF 15059

Details: wagon ‘NQOF 15059 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 15059 E
BSG Code: NSQZ

Capacity of 56.8 tonnes
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15.02.1994 Repair ‘VEHICLE RECLASSIFY’.
15.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15059 E’

NQOX 14551

Details: wagon ‘NQOX 14551 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

30.09.1991 Repair ‘SIDE STEP’.

NQOX 14552

Details: wagon ‘NQOX 14552 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

18.12.1989 Repair ‘END HOSE’.
03.08.1990 Repair ‘ISOLATING COCK’.
03.08.1990 Repair ‘TRAIN PIPE’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.08.1990 Repair ‘ISOLATING COCK’.
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15.08.1990 Repair ‘TRAIN PIPE (END)’.
15.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.

NQOX 14553

Details: wagon ‘NQOX 14553 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

28.08.1989 Repair ‘END BRAKE COCK’.
01.09.1989 Repair ‘END HOSE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.05.1991 Repair ‘BRANCH PIPE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
09.08.1992 Repair ‘SIDE STEP’.

NQOX 14554

Details: wagon ‘NQOX 14554 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘COUPLER COMPLETE’.
30.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘END BRAKE COCK’.
30.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1990 Repair ‘TRAIN PIPE’.
24.08.1990 Repair ‘VEHICLE STENCILS’.

NQOX 14555

Details: wagon ‘NQOX 14555 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14556

Details: wagon ‘NQOX 14556 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14557

Details: wagon ‘NQOX 14557 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

20.12.1989 Repair ‘DOOR SLIDE RAIL’.
20.12.1989 Repair ‘HANDRAILS’.

NQOX 14558

Details: wagon ‘NQOX 14558 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRAKE LEVER’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘STEP’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
17.06.1990 Repair ‘HANDRAILS’.
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NQOX 14559

Details: wagon ‘NQOX 14559 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘SIDE STEP’.

NQOX 14560

Details: wagon ‘NQOX 14560 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14561

Details: wagon ‘NQOX 14561 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14562

Details: wagon ‘NQOX 14562 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14563

Details: wagon ‘NQOX 14563 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

02.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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NQOX 14564

Details: wagon ‘NQOX 14564 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NQOX 14565

Details: wagon ‘NQOX 14565 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14566

Details: wagon ‘NQOX 14566 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14567

Details: wagon ‘NQOX 14567 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

25.10.1991 Repair ‘VEHICLE RECLASSIFY’.
25.10.1991 Repair ‘VEHICLE RECLASSIFY’.
25.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14567 A’
25.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14567 A’

NQOX 14568

Details: wagon ‘NQOX 14568 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 59 tonnes

08.07.1991 Repair ‘HANDRAILS’.
30.05.1992 Repair ‘HANDRAILS’.

NQOX 14569

Details: wagon ‘NQOX 14569 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

16.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Repair ‘SIDE STEP’.
08.11.1991 Repair ‘SIDE STEP’.
03.12.1991 Repair ‘SIDE STEP’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘SIDE STEP’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘HANDRAILS’.
04.03.1992 Repair ‘SIDE STEP’.

NQOX 14570

Details: wagon ‘NQOX 14570 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14571

Details: wagon ‘NQOX 14571 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14572

Details: wagon ‘NQOX 14572 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

15.12.1989 Repair ‘BRAKE PULL ROD’.

NQOX 14573

Details: wagon ‘NQOX 14573 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14574

Details: wagon ‘NQOX 14574 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.02.1991 Repair ‘END BRAKE COCK’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.

NQOX 14575

Details: wagon ‘NQOX 14575 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1990 Repair ‘END BRAKE COCK’.
26.10.1990 Repair ‘HANDRAILS’.
06.12.1991 Repair ‘BRANCH PIPE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.

NQOX 14576

Details: wagon ‘NQOX 14576 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14577

Details: wagon ‘NQOX 14577 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14578

Details: wagon ‘NQOX 14578 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1989 Repair ‘END HOSE’.
22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘BOGIE BEARINGS’.

NQOX 14579

Details: wagon ‘NQOX 14579 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘TRAIN PIPE (END)’.
14.02.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Repair ‘END HOSE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE SPRING’.
28.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1993 Repair ‘WHEEL SET’.

NQOX 14580

Details: wagon ‘NQOX 14580 S’ in AN ‘Mainland Division’.

10430



2.505. Wagon classification starting with ‘NQO’

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Repair ‘HANDRAILS’.

NQOX 14581

Details: wagon ‘NQOX 14581 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14582

Details: wagon ‘NQOX 14582 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
17.03.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.

NQOX 14583

Details: wagon ‘NQOX 14583 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1989 Repair ‘VEHICLE COMPLETE’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.01.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘BOGIE COMPLETE’.
30.10.1991 Repair ‘SIDE STEP’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRANCH PIPE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.

NQOX 14584

Details: wagon ‘NQOX 14584 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 59 tonnes

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.

NQOX 14585

Details: wagon ‘NQOX 14585 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘WHEEL SET’.

NQOX 14586

Details: wagon ‘NQOX 14586 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘VEHICLE COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQOX 14587

Details: wagon ‘NQOX 14587 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14588

Details: wagon ‘NQOX 14588 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE SPRING’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.06.1990 Repair ‘EMPTY LOAD VALVE’.
08.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1990 Repair ‘BRAKE PULL ROD’.
02.07.1990 Repair ‘WHEEL SET’.
14.07.1990 Repair ‘BOGIE COMPLETE’.
14.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQOX 14589

Details: wagon ‘NQOX 14589 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

30.03.1992 Repair ‘WHEEL SET’.
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BOGIE BEARINGS’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.

NQOX 14590

Details: wagon ‘NQOX 14590 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

05.11.1989 Repair ‘VEHICLE COMPLETE’.

NQOX 14591

Details: wagon ‘NQOX 14591 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14592

Details: wagon ‘NQOX 14592 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14593

Details: wagon ‘NQOX 14593 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

11.08.1989 Repair ‘SIDE STEP’.
24.04.1990 Repair ‘END BRAKE COCK’.
24.04.1990 Repair ‘END HOSE’.
21.01.1991 Repair ‘END HOSE’.

NQOX 14594

Details: wagon ‘NQOX 14594 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14595

Details: wagon ‘NQOX 14595 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

06.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQOX 14596

Details: wagon ‘NQOX 14596 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14597

Details: wagon ‘NQOX 14597 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

02.05.1990 Repair ‘SIDE STEP’.

NQOX 14598

Details: wagon ‘NQOX 14598 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14599

Details: wagon ‘NQOX 14599 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

17.12.1989 Repair ‘COUPLER COMPLETE’.

NQOX 14600

Details: wagon ‘NQOX 14600 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14601

Details: wagon ‘NQOX 14601 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14602

Details: wagon ‘NQOX 14602 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘END HOSE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.

NQOX 14603

Details: wagon ‘NQOX 14603 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

11.09.1989 Repair ‘SIDE STEP’.
23.09.1989 Repair ‘HANDRAILS’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘EMPTY LOAD VALVE’.
13.10.1989 Repair ‘SIDE STEP’.
29.10.1989 Repair ‘SIDE STEP’.
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NQOX 14604

Details: wagon ‘NQOX 14604 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14605

Details: wagon ‘NQOX 14605 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.12.1989 Repair ‘TOP CENTRE PLATE’.
26.07.1990 Repair ‘SIDE STEP’.
19.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQOX 14606

Details: wagon ‘NQOX 14606 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘VEHICLE COMPLETE’.

NQOX 14607

Details: wagon ‘NQOX 14607 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.06.1990 Repair ‘HANDRAILS END’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.09.1990 Repair ‘TRAIN PIPE (END)’.
13.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.

NQOX 14608

Details: wagon ‘NQOX 14608 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14609

Details: wagon ‘NQOX 14609 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.

NQOX 14610

Details: wagon ‘NQOX 14610 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 59 tonnes

16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘BOGIE SPRING’.
16.04.1990 Repair ‘BRAKE BLOCK RB95’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Repair ‘EMPTY LOAD VALVE’.
16.04.1990 Repair ‘GRADE CONTROL VALVE’.

NQOX 14611

Details: wagon ‘NQOX 14611 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14612

Details: wagon ‘NQOX 14612 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: STORED 18.02.93 IWS
BSG Code: NXQZ

Capacity of 59 tonnes

15.07.1989 Repair ‘END HOSE’.
06.04.1991 Repair ‘HANDRAILS’.
18.04.1991 Repair ‘HANDRAILS’.
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23.11.1991 Repair ‘HANDRAILS’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘TRAIN PIPE (END)’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.

NQOX 14613

Details: wagon ‘NQOX 14613 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14614

Details: wagon ‘NQOX 14614 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14615

Details: wagon ‘NQOX 14615 Y’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

14.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.

NQOX 14616

Details: wagon ‘NQOX 14616 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

22.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQOX 14617

Details: wagon ‘NQOX 14617 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

11.03.1990 Repair ‘BRAKE BLOCK RB95’.

NQOX 14618

Details: wagon ‘NQOX 14618 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

14.12.1989 Repair ‘END HOSE’.
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQOX 14619

Details: wagon ‘NQOX 14619 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 59 tonnes

NQOX 14620

Details: wagon ‘NQOX 14620 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘HANDRAILS’.
05.07.1989 Repair ‘HANDRAILS’.
05.07.1989 Repair ‘VEHICLE COMPLETE’.

NQOX 14621

Details: wagon ‘NQOX 14621 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

25.06.1990 Repair ‘END HOSE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BRAKE SPRING’.
02.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
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NQOX 14622

Details: wagon ‘NQOX 14622 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘END BRAKE COCK’.
30.01.1990 Repair ‘END BRAKE COCK’.
30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘SIDE STEP’.
25.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQOX 14623

Details: wagon ‘NQOX 14623 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 59 tonnes

05.08.1989 Repair ‘END BRAKE COCK’.
05.08.1989 Repair ‘END HOSE’.
05.08.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘END BRAKE COCK’.
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30.08.1989 Repair ‘END BRAKE COCK’.
16.12.1989 Repair ‘SIDE STEP’.
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COUPLER KNUCKLE’.
02.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.

NQOX 14624

Details: wagon ‘NQOX 14624 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14625

Details: wagon ‘NQOX 14625 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

10451



2. TIMS GROUP INFORMATION - WAGONS

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Repair ‘HANDRAILS’.
08.11.1990 Repair ‘BRAKE LEVER’.

NQOX 14626

Details: wagon ‘NQOX 14626 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.

NQOX 14627

Details: wagon ‘NQOX 14627 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW

10452



2.505. Wagon classification starting with ‘NQO’

Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BOLSTER’.
19.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Repair ‘COUPLER COMPLETE’.
19.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘WHEEL SET’.

NQOX 14628

Details: wagon ‘NQOX 14628 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14629

Details: wagon ‘NQOX 14629 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14630

Details: wagon ‘NQOX 14630 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14631

Details: wagon ‘NQOX 14631 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

03.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQOX 14632

Details: wagon ‘NQOX 14632 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14633

Details: wagon ‘NQOX 14633 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Repair ‘SIDE STEP’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQOX 14634

Details: wagon ‘NQOX 14634 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14635

Details: wagon ‘NQOX 14635 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

23.11.1989 Repair ‘COUPLER KNUCKLE PIN’.

NQOX 14636

Details: wagon ‘NQOX 14636 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

17.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.02.1990 Repair ‘HANDRAILS’.
08.04.1991 Repair ‘SIDE STEP’.

NQOX 14637

Details: wagon ‘NQOX 14637 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14638

Details: wagon ‘NQOX 14638 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQOX 14639

Details: wagon ‘NQOX 14639 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14640

Details: wagon ‘NQOX 14640 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

28.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

NQOX 14901

Details: wagon ‘NQOX 14901 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14903

Details: wagon ‘NQOX 14903 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

23.05.1990 Repair ‘CARD OR CLIP HOLDER’.
23.05.1990 Repair ‘HANDRAILS’.

NQOX 14911

Details: wagon ‘NQOX 14911 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14916

Details: wagon ‘NQOX 14916 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

18.05.1990 Repair ‘HANDRAILS END’.
23.11.1990 Repair ‘HANDRAILS’.
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NQOX 14923

Details: wagon ‘NQOX 14923 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 59 tonnes

09.08.1989 Repair ‘HANDRAILS’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.

NQOX 14927

Details: wagon ‘NQOX 14927 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.04.1993 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Repair ‘VEHICLE STENCILS’.

NQOX 14930

Details: wagon ‘NQOX 14930 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘HANDRAILS’.
16.03.1991 Repair ‘END HOSE’.

NQOX 14948

Details: wagon ‘NQOX 14948 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14949

Details: wagon ‘NQOX 14949 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14973

Details: wagon ‘NQOX 14973 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

NQOX 14982

Details: wagon ‘NQOX 14982 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes
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NQOX 14998

Details: wagon ‘NQOX 14998 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 59 tonnes

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘EMPTY LOAD VALVE’.
04.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1991 Repair ‘WHEEL SET’.

NQOY 14567

25.10.1991 Reclassified from wagon ‘NQOY 14567 A’ to ’ wagon ‘NQOX 14567 T’.

NQOY 14902

Details: wagon ‘NQOY 14902 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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19.05.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘SIDE STEP’.
25.02.1991 Repair ‘SIDE STEP’.

NQOY 14904

15.01.1990 Repair ‘AXLEBOX’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1994 Reclassified from wagon ‘NQOY 14904 W’ to ’ wagon ‘NQOF 14904 P’.

NQOY 14905

Details: wagon ‘NQOY 14905 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

02.05.1990 Repair ‘SIDE STEP’.
20.10.1990 Repair ‘SIDE STEP’.
27.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1990 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘SIDE STEP’.

NQOY 14906

03.07.1989 Repair ‘NYLON HOSE’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1990 Repair ‘WEAR PLATES & SADDLES’.
29.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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29.03.1990 Repair ‘BRAKE PULL ROD’.
15.09.1990 Repair ‘BRAKE PULL ROD’.
12.06.1994 Reclassified from wagon ‘NQOY 14906 R’ to ’ wagon ‘NQOF 14906 K’.

NQOY 14907

Details: wagon ‘NQOY 14907 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

02.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1993 Repair ‘HANDRAILS’.

NQOY 14908

Details: wagon ‘NQOY 14908 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

02.12.1989 Repair ‘HANDRAILS’.
08.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NQOY 14909

Details: wagon ‘NQOY 14909 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14912

Details: wagon ‘NQOY 14912 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

29.05.1991 Repair ‘BRAKE PULL ROD’.

NQOY 14913

Details: wagon ‘NQOY 14913 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

22.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘WHEEL SET’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.

NQOY 14914

Details: wagon ‘NQOY 14914 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘HANDRAILS’.

NQOY 14915

Details: wagon ‘NQOY 14915 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

14.02.1991 Repair ‘SIDE STEP’.
19.07.1993 Repair ‘END HOSE’.

NQOY 14917

Details: wagon ‘NQOY 14917 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.08.1992 Repair ‘SIDE STEP’.

NQOY 14918

Details: wagon ‘NQOY 14918 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14919

Details: wagon ‘NQOY 14919 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

08.05.1992 Repair ‘SIDE STEP’.

NQOY 14920

Details: wagon ‘NQOY 14920 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14921

Details: wagon ‘NQOY 14921 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘WEAR PLATES & SADDLES’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘WHEEL SET’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1993 Repair ‘BRAKE BLOCK RB95’.
23.12.1993 Repair ‘BRAKE PULL ROD’.
23.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQOY 14922

Details: wagon ‘NQOY 14922 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘WHEEL SET’.
06.03.1991 Repair ‘WHEEL SET’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.

NQOY 14924

Details: wagon ‘NQOY 14924 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14925

Details: wagon ‘NQOY 14925 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

18.01.1990 Repair ‘SIDE STEP’.

NQOY 14926

Details: wagon ‘NQOY 14926 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
19.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
19.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1990 Repair ‘WHEEL SET’.
19.03.1990 Repair ‘YOKE COMPLETE’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NQOY 14928

Details: wagon ‘NQOY 14928 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1990 Repair ‘SIDE STEP’.

NQOY 14929

Details: wagon ‘NQOY 14929 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘WHEEL SET’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘WHEEL SET’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.

NQOY 14931

Details: wagon ‘NQOY 14931 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

29.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1993 Repair ‘BRAKE PIN’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.

NQOY 14932

Details: wagon ‘NQOY 14932 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

20.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.

NQOY 14933

Details: wagon ‘NQOY 14933 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.02.1990 Repair ‘HANDRAILS’.
24.02.1990 Repair ‘SIDE STEP’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
05.04.1993 Repair ‘BOGIE SIDEFRAME’.
05.04.1993 Repair ‘BOGIE SIDEFRAME’.

NQOY 14934

Details: wagon ‘NQOY 14934 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

07.06.1990 Repair ‘SIDE STEP’.
18.11.1993 Repair ‘YOKE CARRIER’.

NQOY 14935

Details: wagon ‘NQOY 14935 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BRAKE PULL ROD’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.

NQOY 14936

Details: wagon ‘NQOY 14936 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.05.1990 Repair ‘STEP’.
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘GRADE CONTROL VALVE’.
22.02.1991 Repair ‘WHEEL SET’.

NQOY 14937

Details: wagon ‘NQOY 14937 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB101’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.

NQOY 14938

Details: wagon ‘NQOY 14938 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14939

Details: wagon ‘NQOY 14939 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14940

Details: wagon ‘NQOY 14940 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘AXLEBOX’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1990 Repair ‘HANDRAILS’.
06.11.1992 Repair ‘HANDRAILS’.
29.03.1993 Repair ‘HANDRAILS’.
09.09.1993 Repair ‘HANDRAILS’.
10.11.1993 Repair ‘YOKE CARRIER’.

NQOY 14941

Details: wagon ‘NQOY 14941 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1993 Repair ‘BRAKE PULL ROD’.

NQOY 14942

21.02.1990 Repair ‘HANDRAILS’.

NQOY 14943

Details: wagon ‘NQOY 14943 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.08.1990 Repair ‘HANDRAILS END’.
05.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRAKE PULL ROD’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1993 Repair ‘BRAKE PULL ROD’.

NQOY 14944

Details: wagon ‘NQOY 14944 X’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

20.11.1989 Repair ‘BRAKE PIN’.
20.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Repair ‘TRAIN PIPE’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘BOGIE BEARERS’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1992 Repair ‘BRAKE BLOCK RB95’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘EMPTY LOAD VALVE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘WHEEL SET’.
31.12.1993 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE PULL ROD’.

NQOY 14945

Details: wagon ‘NQOY 14945 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE LEVER’.
03.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘END HOSE’.

NQOY 14946

Details: wagon ‘NQOY 14946 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

06.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQOY 14947

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.06.1994 Reclassified from wagon ‘NQOY 14947 M’ to ’ wagon ‘NQOF 14947 F’.
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NQOY 14950

Details: wagon ‘NQOY 14950 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BOLSTER’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.

NQOY 14951

Details: wagon ‘NQOY 14951 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

03.04.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1992 Repair ‘HANDRAILS’.
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NQOY 14952

Details: wagon ‘NQOY 14952 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14953

Details: wagon ‘NQOY 14953 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.11.1989 Repair ‘HANDRAILS’.

NQOY 14954

Details: wagon ‘NQOY 14954 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘WHEEL SET’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
02.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘WHEEL SET’.
24.04.1991 Repair ‘WHEEL SET’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘TOP CENTRE PLATE’.

NQOY 14955

Details: wagon ‘NQOY 14955 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE CONTROL PIPE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK OTHER’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘WHEEL SET’.

NQOY 14957

Details: wagon ‘NQOY 14957 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

02.09.1989 Repair ‘BRAKE LEVER’.
16.12.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘WHEEL SET’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘WHEEL SET’.
28.06.1993 Repair ‘HANDRAILS’.

NQOY 14958

18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘WHEEL SET’.
20.02.1991 Repair ‘HANDRAILS’.
20.02.1991 Repair ‘SIDE STEP’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1994 Reclassified from wagon ‘NQOY 14958 G’ to ’ wagon ‘NQOF 14958 W’.

NQOY 14959

Details: wagon ‘NQOY 14959 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.09.1993 Repair ‘SIDE STEP’.
10.11.1993 Repair ‘SIDE STEP’.

NQOY 14960

Details: wagon ‘NQOY 14960 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

10486



2.505. Wagon classification starting with ‘NQO’

25.02.1991 Repair ‘SIDE STEP’.

NQOY 14961

27.03.1991 Repair ‘STEP’.
31.12.1991 Reclassified from wagon ‘NQOY 14961 U’ to ’ wagon ‘NQSY 14961 J’.

NQOY 14962

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
30.04.1992 Reclassified from wagon ‘NQOY 14962 G’ to ’ wagon ‘NQBY 14962 N’.

NQOY 14963

22.08.1990 Reclassified from wagon ‘NQOY 14963 P’ to ’ wagon ‘NQSY 14963 E’.

NQOY 14964

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1991 Repair ‘HANDRAILS’.
06.02.1992 Reclassified from wagon ‘NQOY 14964 B’ to ’ wagon ‘NQSY 14964 N’.

NQOY 14965

31.08.1990 Reclassified from wagon ‘NQOY 14965 K’ to ’ wagon ‘NQSY 14965 W’.

NQOY 14966

Details: wagon ‘NQOY 14966 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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03.09.1989 Repair ‘END HOSE’.
30.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.

NQOY 14967

27.05.1993 Repair ‘HANDBRAKE HANDLE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Reclassified from wagon ‘NQOY 14967 F’ to ’ wagon ‘NQOF 14967 V’.

NQOY 14968

09.03.1994 Reclassified from wagon ‘NQOY 14968 Y’ to ’ wagon ‘NQOF 14968 H’.

NQOY 14969

Details: wagon ‘NQOY 14969 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

17.07.1992 Repair ‘HANDRAILS’.

NQOY 14970

Details: wagon ‘NQOY 14970 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

22.07.1989 Repair ‘SIDE STEP’.
11.06.1990 Repair ‘SIDE STEP’.
22.10.1990 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘SIDE STEP’.
03.07.1993 Repair ‘HANDBRAKE HANDLE’.

NQOY 14971

Details: wagon ‘NQOY 14971 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘SIDE STEP’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.

NQOY 14972

Details: wagon ‘NQOY 14972 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne

10489



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

01.08.1989 Repair ‘HANDBRAKE HANDLE’.
18.01.1990 Repair ‘END BRAKE COCK’.
17.11.1990 Repair ‘HANDBRAKE HANDLE’.
30.08.1993 Repair ‘SIDE STEP’.
09.09.1993 Repair ‘SIDE STEP’.

NQOY 14974

15.08.1990 Reclassified from wagon ‘NQOY 14974 J’ to ’ wagon ‘NQSY 14974 V’.

NQOY 14977

Details: wagon ‘NQOY 14977 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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05.07.1989 Repair ‘WHEEL SET’.
23.01.1993 Repair ‘SIDE STEP’.

NQOY 14978

22.08.1990 Reclassified from wagon ‘NQOY 14978 W’ to ’ wagon ‘NQSY 14978 L’.

NQOY 14979

Details: wagon ‘NQOY 14979 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14980

Details: wagon ‘NQOY 14980 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

01.12.1989 Repair ‘HANDRAILS’.
11.03.1991 Repair ‘SIDE STEP’.
28.10.1991 Repair ‘SIDE STEP’.
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17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘WHEEL SET’.

NQOY 14983

Details: wagon ‘NQOY 14983 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.11.1989 Repair ‘BRAKE BLOCK RB95’.

NQOY 14984

Details: wagon ‘NQOY 14984 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

20.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1992 Repair ‘HANDRAILS END’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
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01.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘HOSE FITTINGS’.
15.11.1993 Repair ‘TRAIN PIPE’.

NQOY 14985

Details: wagon ‘NQOY 14985 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.01.1991 Repair ‘SIDE STEP’.
07.09.1992 Repair ‘SIDE STEP’.

NQOY 14986

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘HANDBRAKE HANDLE’.
03.10.1991 Repair ‘HANDRAILS END’.
26.03.1994 Reclassified from wagon ‘NQOY 14986 M’ to ’ wagon ‘NQOF 14986 F’.

NQOY 14987

Details: wagon ‘NQOY 14987 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

09.12.1991 Repair ‘HANDRAILS’.

NQOY 14988

Details: wagon ‘NQOY 14988 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘WHEEL SET’.
11.01.1993 Repair ‘STEP’.
01.03.1993 Repair ‘YOKE CARRIER’.
13.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

NQOY 14989

Details: wagon ‘NQOY 14989 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL

10494



2.505. Wagon classification starting with ‘NQO’

BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1992 Repair ‘WHEEL SET’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRAKE BLOCK OTHER’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQOY 14990

Details: wagon ‘NQOY 14990 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

18.01.1990 Repair ‘HANDRAILS’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘HANDRAILS’.
30.07.1993 Repair ‘SIDE STEP’.

NQOY 14991

Details: wagon ‘NQOY 14991 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

11.01.1990 Repair ‘SIDE STEP’.
13.01.1990 Repair ‘END BRAKE COCK’.

NQOY 14992

08.11.1990 Repair ‘BOGIE SPRING’.
07.10.1993 Repair ‘HANDRAILS’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘WHEEL SET’.
12.06.1994 Reclassified from wagon ‘NQOY 14992 H’ to ’ wagon ‘NQOF 14992 A’.

NQOY 14993

Details: wagon ‘NQOY 14993 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.02.1990 Repair ‘STEP’.
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Repair ‘WHEEL SET’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
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NQOY 14994

Details: wagon ‘NQOY 14994 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 14995

05.02.1990 Repair ‘WHEEL SET’.
21.05.1992 Repair ‘SIDE STEP’.
06.08.1992 Repair ‘HANDRAILS’.
24.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1994 Reclassified from wagon ‘NQOY 14995 L’ to ’ wagon ‘NQOF 14995 E’.

NQOY 14996

Details: wagon ‘NQOY 14996 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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NQOY 14997

Details: wagon ‘NQOY 14997 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.04.1991 Repair ‘SIDE STEP’.
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

NQOY 14999

Details: wagon ‘NQOY 14999 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.06.1990 Repair ‘BRANCH PIPE’.
15.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.

NQOY 15000

Details: wagon ‘NQOY 15000 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Repair ‘WHEEL SET’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘WHEEL SET’.
04.01.1993 Repair ‘SIDE STEP’.

NQOY 15001

Details: wagon ‘NQOY 15001 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

07.08.1992 Repair ‘SIDE STEP’.
07.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQOY 15002

01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRANCH PIPE’.
21.03.1992 Reclassified from wagon ‘NQOY 15002 Q’ to ’ wagon ‘NQBY 15002 A’.

NQOY 15003

01.08.1991 Reclassified from wagon ‘NQOY 15003 C’ to ’ wagon ‘NQSY 15003 Y’.

NQOY 15004

07.06.1990 Repair ‘HANDRAILS’.
14.08.1992 Reclassified from wagon ‘NQOY 15004 L’ to ’ wagon ‘NQBY 15004 S’.

NQOY 15005

06.01.1990 Repair ‘HANDRAILS END’.
06.01.1990 Repair ‘SIDE STEP’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘COUPLER KNUCKLE’.
05.02.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.06.1992 Reclassified from wagon ‘NQOY 15005 U’ to ’ wagon ‘NQBY 15005 E’.

NQOY 15006

14.12.1989 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Reclassified from wagon ‘NQOY 15006 G’ to ’ wagon ‘NQSY 15006 S’.

NQOY 15007

13.08.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Repair ‘BRAKE PULL ROD’.
13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1991 Reclassified from wagon ‘NQOY 15007 P’ to ’ wagon ‘NQSY 15007 E’.
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NQOY 15008

13.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Reclassified from wagon ‘NQOY 15008 B’ to ’ wagon ‘NQSY 15008 N’.

NQOY 15009

14.03.1991 Reclassified from wagon ‘NQOY 15009 K’ to ’ wagon ‘NQSY 15009 W’.

NQOY 15010

16.12.1989 Repair ‘BRAKE BLOCK RB95’.
08.07.1992 Reclassified from wagon ‘NQOY 15010 G’ to ’ wagon ‘NQBY 15010 N’.

NQOY 15011

14.11.1989 Repair ‘HOSE FITTINGS’.
09.05.1990 Repair ‘SIDE STEP’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
12.08.1990 Repair ‘END BRAKE COCK’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE LEVER’.
10.07.1991 Repair ‘BRAKE PULL ROD’.
10.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
10.07.1991 Repair ‘EMPTY LOAD VALVE’.
10.07.1991 Repair ‘GRADE CONTROL VALVE’.
10.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Reclassified from wagon ‘NQOY 15011 P’ to ’ wagon ‘NQBY 15011 W’.

NQOY 15012

21.03.1991 Reclassified from wagon ‘NQOY 15012 B’ to ’ wagon ‘NQSY 15012 N’.

NQOY 15013

14.04.1991 Reclassified from wagon ‘NQOY 15013 K’ to ’ wagon ‘NQSY 15013 W’.

NQOY 15014

07.09.1991 Reclassified from wagon ‘NQOY 15014 T’ to ’ wagon ‘NQSY 15014 X’.

NQOY 15015

13.10.1989 Repair ‘BRAKE LEVER’.
13.10.1989 Repair ‘HANDRAILS’.
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13.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Reclassified from wagon ‘NQOY 15015 F’ to ’ wagon ‘NQSY 15015 R’.

NQOY 15016

29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15016 D’
12.06.1991 Reclassified from wagon ‘NQOY 15016 Y’ to ’ wagon ‘NQSY 15016 D’.

NQOY 15017

09.01.1991 Repair ‘HANDRAILS’.
09.01.1991 Repair ‘SIDE STEP’.
31.05.1991 Repair ‘SIDE STEP’.
09.05.1992 Reclassified from wagon ‘NQOY 15017 A’ to ’ wagon ‘NQBY 15017 H’.

NQOY 15018

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘WHEEL SET’.
08.05.1990 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Reclassified from wagon ‘NQOY 15018 J’ to ’ wagon ‘NQBY 15018 Q’.

NQOY 15019

30.11.1991 Reclassified from wagon ‘NQOY 15019 S’ to ’ wagon ‘NQSY 15019 H’.

NQOY 15020

28.03.1991 Reclassified from wagon ‘NQOY 15020 Y’ to ’ wagon ‘NQSY 15020 D’.

NQOY 15021

16.05.1990 Repair ‘SIDE STEP’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1992 Reclassified from wagon ‘NQOY 15021 A’ to ’ wagon ‘NQSY 15021 M’.

NQOY 15022

03.05.1990 Repair ‘SIDE STEP’.
18.06.1991 Reclassified from wagon ‘NQOY 15022 J’ to ’ wagon ‘NQSY 15022 V’.

NQOY 15023

12.05.1992 Reclassified from wagon ‘NQOY 15023 S’ to ’ wagon ‘NQBY 15023 C’.
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NQOY 15024

24.02.1990 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘SIDE STEP’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Reclassified from wagon ‘NQOY 15024 E’ to ’ wagon ‘NQSY 15024 Q’.

NQOY 15025

07.07.1989 Repair ‘END BRAKE COCK’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘HANDRAILS’.
14.11.1990 Repair ‘YOKE CARRIER’.
18.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1992 Repair ‘STEP’.
14.04.1992 Reclassified from wagon ‘NQOY 15025 N’ to ’ wagon ‘NQBY 15025 U’.

NQOY 15026

24.11.1989 Repair ‘HANDBRAKE HANDLE’.
01.11.1990 Reclassified from wagon ‘NQOY 15026 W’ to ’ wagon ‘NQSY 15026 L’.

NQOY 15027

28.07.1992 Reclassified from wagon ‘NQOY 15027 X’ to ’ wagon ‘NQBY 15027 P’.

NQOY 15028

05.05.1992 Reclassified from wagon ‘NQOY 15028 R’ to ’ wagon ‘NQBY 15028 B’.

NQOY 15029

08.08.1990 Repair ‘HANDBRAKE HANDLE’.
20.05.1991 Repair ‘SIDE STEP’.
01.08.1992 Reclassified from wagon ‘NQOY 15029 D’ to ’ wagon ‘NQBY 15029 K’.

NQOY 15030

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER COMPLETE’.
24.07.1992 Reclassified from wagon ‘NQOY 15030 W’ to ’ wagon ‘NQBY 15030 G’.

NQOY 15031

18.10.1991 Reclassified from wagon ‘NQOY 15031 X’ to ’ wagon ‘NQSY 15031 U’.
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NQOY 15032

20.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BRAKE LEVER’.
18.05.1990 Repair ‘GRADE CONTROL VALVE’.
18.05.1990 Repair ‘YOKE CARRIER’.
25.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.08.1990 Repair ‘BRAKE PULL ROD’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘YOKE CARRIER’.
15.10.1990 Repair ‘WHEEL SET’.
11.06.1991 Reclassified from wagon ‘NQOY 15032 R’ to ’ wagon ‘NQSY 15032 G’.

NQOY 15033

01.09.1989 Repair ‘HANDRAILS’.
25.05.1990 Repair ‘HANDRAILS END’.
05.08.1992 Reclassified from wagon ‘NQOY 15033 D’ to ’ wagon ‘NQBY 15033 K’.

NQOY 15034

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BEARERS’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1991 Repair ‘BRANCH PIPE’.
21.04.1992 Reclassified from wagon ‘NQOY 15034 M’ to ’ wagon ‘NQBY 15034 T’.

NQOY 15036

11.09.1989 Repair ‘SIDE STEP’.
24.09.1989 Repair ‘VEHICLE COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘WHEEL SET’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘TRAIN PIPE (END)’.
11.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘TWIST LOCK’.
28.04.1992 Reclassified from wagon ‘NQOY 15036 H’ to ’ wagon ‘NQBY 15036 Y’.

NQOY 15037

12.08.1989 Repair ‘HANDRAILS’.
01.03.1991 Repair ‘HANDRAILS’.
18.07.1992 Reclassified from wagon ‘NQOY 15037 Q’ to ’ wagon ‘NQBY 15037 A’.

NQOY 15038

04.04.1990 Reclassified from wagon ‘NQOY 15038 C’ to ’ wagon ‘NQSY 15038 Y’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘TRAIN PIPE’.
04.04.1990 Repair ‘WHEEL SET’.

NQOY 15039

24.11.1990 Reclassified from wagon ‘NQOY 15039 L’ to ’ wagon ‘NQSY 15039 A’.

NQOY 15040

28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BRAKE BLOCK RB95’.
28.03.1991 Repair ‘BRAKE PULL ROD’.
28.03.1991 Repair ‘TOP CENTRE PLATE’.
19.10.1991 Reclassified from wagon ‘NQOY 15040 H’ to ’ wagon ‘NQSY 15040 T’.

NQOY 15041

09.11.1989 Repair ‘SIDE STEP’.
20.05.1992 Reclassified from wagon ‘NQOY 15041 Q’ to ’ wagon ‘NQBY 15041 A’.

NQOY 15042

30.12.1989 Repair ‘SIDE STEP’.
28.01.1991 Repair ‘HANDRAILS’.
21.04.1992 Reclassified from wagon ‘NQOY 15042 C’ to ’ wagon ‘NQBY 15042 J’.
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NQOY 15043

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘SIDE STEP’.
05.07.1989 Repair ‘WHEEL SET’.
08.05.1990 Repair ‘SIDE STEP’.
23.06.1992 Reclassified from wagon ‘NQOY 15043 L’ to ’ wagon ‘NQBY 15043 S’.

NQOY 15044

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BEARERS’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1990 Repair ‘HANDRAILS END’.
28.11.1990 Reclassified from wagon ‘NQOY 15044 U’ to ’ wagon ‘NQSY 15044 J’.

NQOY 15045

01.11.1990 Reclassified from wagon ‘NQOY 15045 G’ to ’ wagon ‘NQSY 15045 S’.

NQOY 15047

12.07.1989 Repair ‘HANDRAILS’.
27.01.1990 Repair ‘END HOSE’.
17.06.1992 Reclassified from wagon ‘NQOY 15047 B’ to ’ wagon ‘NQBY 15047 X’.

NQOY 15048

06.06.1991 Reclassified from wagon ‘NQOY 15048 K’ to ’ wagon ‘NQSY 15048 W’.

NQOY 15049

12.09.1991 Reclassified from wagon ‘NQOY 15049 T’ to ’ wagon ‘NQSY 15049 X’.

NQOY 15050

05.08.1989 Repair ‘SIDE STEP’.
24.03.1992 Reclassified from wagon ‘NQOY 15050 P’ to ’ wagon ‘NQBY 15050 W’.

NQOY 15051

20.02.1991 Reclassified from wagon ‘NQOY 15051 B’ to ’ wagon ‘NQSY 15051 N’.
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NQOY 15052

22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘COUPLER KNUCKLE’.
22.11.1990 Repair ‘EMPTY LOAD VALVE’.
22.11.1990 Repair ‘GRADE CONTROL VALVE’.
22.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Reclassified from wagon ‘NQOY 15052 K’ to ’ wagon ‘NQBY 15052 R’.

NQOY 15053

18.12.1989 Repair ‘END HOSE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘WHEEL SET’.
29.02.1992 Reclassified from wagon ‘NQOY 15053 T’ to ’ wagon ‘NQSY 15053 X’.

NQOY 15054

Details: wagon ‘NQOY 15054 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

10.11.1990 Repair ‘END HOSE’.

NQOY 15055

Details: wagon ‘NQOY 15055 Y’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Repair ‘WHEEL SET’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1989 Repair ‘BRAKE PIN’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘END BRAKE COCK’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘SIDE STEP’.

NQOY 15056

Details: wagon ‘NQOY 15056 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
13.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘WEAR PLATES & SADDLES’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
24.07.1990 Repair ‘BRAKE PULL ROD’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE PULL ROD’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘WEAR PLATES & SADDLES’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BRAKE PULL ROD’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.

NQOY 15057

Details: wagon ‘NQOY 15057 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.07.1990 Repair ‘BRANCH PIPE’.
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13.07.1990 Repair ‘WHEEL SET’.
25.08.1990 Repair ‘WHEEL SET’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘WHEEL SET’.
14.09.1992 Repair ‘HANDRAILS’.
14.09.1992 Repair ‘SIDE STEP’.

NQOY 15058

Details: wagon ‘NQOY 15058 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘WHEEL SET’.

NQOY 15059

29.06.1990 Repair ‘WHEEL SET’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘WHEEL SET’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRAKE PULL ROD’.
15.02.1994 Reclassified from wagon ‘NQOY 15059 E’ to ’ wagon ‘NQOF 15059 U’.
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NQOY 15060

Details: wagon ‘NQOY 15060 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.10.1989 Repair ‘BRAKE LEVER’.
02.03.1990 Repair ‘END BRAKE COCK’.
02.03.1990 Repair ‘END HOSE’.
03.03.1990 Repair ‘END BRAKE COCK’.
26.05.1990 Repair ‘END HOSE’.

NQOY 15061

Details: wagon ‘NQOY 15061 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

10.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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NQOY 15062

Details: wagon ‘NQOY 15062 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 15063

Details: wagon ‘NQOY 15063 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.02.1990 Repair ‘SIDE STEP’.
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘WHEEL SET’.
23.07.1990 Repair ‘WHEEL SET’.
25.07.1990 Repair ‘WHEEL SET’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
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06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘SIDE STEP’.
19.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1991 Repair ‘COUPLER KNUCKLE’.
19.01.1991 Repair ‘EMPTY LOAD VALVE’.
19.01.1991 Repair ‘GRADE CONTROL VALVE’.

NQOY 15064

Details: wagon ‘NQOY 15064 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘WHEEL SET’.
23.06.1990 Repair ‘COUPLER KNUCKLE’.
23.06.1990 Repair ‘WHEEL SET’.

NQOY 15065

Details: wagon ‘NQOY 15065 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 15066

Details: wagon ‘NQOY 15066 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.06.1990 Repair ‘WHEEL SET’.
28.02.1992 Repair ‘SIDE STEP’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE PULL ROD’.

NQOY 15067

Details: wagon ‘NQOY 15067 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.02.1992 Repair ‘HANDRAILS’.
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13.02.1992 Repair ‘SIDE STEP’.
01.03.1992 Repair ‘BRAKE PULL ROD’.
29.07.1992 Repair ‘BRAKE PULL ROD’.
02.10.1993 Repair ‘SIDE STEP’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘WHEEL SET’.
17.01.1994 Repair ‘BOGIE BEARERS’.
26.01.1994 Repair ‘END BRAKE COCK’.
26.01.1994 Repair ‘END HOSE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.

NQOY 15068

Details: wagon ‘NQOY 15068 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

28.02.1990 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘HANDRAILS’.
04.03.1993 Repair ‘SIDE STEP’.
04.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQOY 15069

Details: wagon ‘NQOY 15069 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.06.1990 Repair ‘BRAKE LEVER’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQOY 15070

Details: wagon ‘NQOY 15070 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

10.10.1992 Repair ‘STEP’.

NQOY 34301

17.09.1991 Reclassified from wagon ‘NQOY 34301 J’ to ’ wagon ‘NQSY 34301 V’.

NQOY 34302

24.10.1991 Reclassified from wagon ‘NQOY 34302 S’ to ’ wagon ‘NQSY 34302 H’.

NQOY 34303

27.06.1991 Reclassified from wagon ‘NQOY 34303 E’ to ’ wagon ‘NQSY 34303 Q’.

NQOY 34304

21.02.1991 Reclassified from wagon ‘NQOY 34304 N’ to ’ wagon ‘NQSY 34304 C’.
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NQOY 34305

11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1989 Repair ‘BRAKE PULL ROD’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘SIDE STEP’.
22.10.1991 Reclassified from wagon ‘NQOY 34305 W’ to ’ wagon ‘NQSY 34305 L’.

NQOY 34306

20.06.1991 Reclassified from wagon ‘NQOY 34306 X’ to ’ wagon ‘NQSY 34306 U’.

NQOY 34307

06.08.1991 Reclassified from wagon ‘NQOY 34307 R’ to ’ wagon ‘NQSY 34307 G’.

NQOY 34308

16.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1991 Reclassified from wagon ‘NQOY 34308 D’ to ’ wagon ‘NQSY 34308 P’.

NQOY 34309

30.07.1991 Reclassified from wagon ‘NQOY 34309 M’ to ’ wagon ‘NQSY 34309 B’.

NQOY 34310

10.11.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Reclassified from wagon ‘NQOY 34310 X’ to ’ wagon ‘NQSY 34310 U’.

NQOY 34311

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘WHEEL SET’.
10.08.1991 Reclassified from wagon ‘NQOY 34311 R’ to ’ wagon ‘NQSY 34311 G’.

NQOY 34312

11.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1989 Repair ‘SIDE STEP’.
08.05.1990 Repair ‘SIDE STEP’.
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.12.1990 Repair ‘WHEEL SET’.
11.06.1991 Reclassified from wagon ‘NQOY 34312 D’ to ’ wagon ‘NQSY 34312 P’.

NQOY 34313

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘COUPLER KNUCKLE’.
15.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1990 Repair ‘EMPTY LOAD VALVE’.
15.05.1990 Repair ‘GRADE CONTROL VALVE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
07.10.1990 Reclassified from wagon ‘NQOY 34313 M’ to ’ wagon ‘NQSY 34313 B’.

NQOY 34314

28.09.1990 Reclassified from wagon ‘NQOY 34314 V’ to ’ wagon ‘NQSY 34314 K’.

NQOY 34315

09.03.1990 Repair ‘SIDE STEP’.
26.07.1991 Reclassified from wagon ‘NQOY 34315 H’ to ’ wagon ‘NQSY 34315 T’.

NQOY 34316

05.08.1989 Repair ‘END HOSE’.
09.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Reclassified from wagon ‘NQOY 34316 Q’ to ’ wagon ‘NQSY 34316 F’.

NQOY 34317

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1990 Reclassified from wagon ‘NQOY 34317 C’ to ’ wagon ‘NQSY 34317 Y’.

NQOY 34318

14.12.1990 Repair ‘SIDE STEP’.
03.08.1991 Reclassified from wagon ‘NQOY 34318 L’ to ’ wagon ‘NQSY 34318 A’.

NQOY 34319

14.07.1989 Repair ‘SIDE STEP’.
28.04.1991 Reclassified from wagon ‘NQOY 34319 U’ to ’ wagon ‘NQSY 34319 J’.

NQOY 34320

04.08.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
16.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1990 Repair ‘BRAKE PULL ROD’.
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16.06.1990 Repair ‘COUPLER COMPLETE’.
16.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1990 Repair ‘COUPLER KNUCKLE’.
16.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.06.1990 Repair ‘EMPTY LOAD VALVE’.
16.06.1990 Repair ‘GRADE CONTROL VALVE’.
16.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1990 Reclassified from wagon ‘NQOY 34320 Q’ to ’ wagon ‘NQSY 34320 F’.

NQOY 34321

17.08.1990 Repair ‘WHEEL SET’.
28.11.1990 Repair ‘WHEEL SET’.
18.05.1991 Reclassified from wagon ‘NQOY 34321 C’ to ’ wagon ‘NQSY 34321 Y’.

NQOY 34322

29.05.1991 Reclassified from wagon ‘NQOY 34322 L’ to ’ wagon ‘NQSY 34322 A’.

NQOY 34323

31.07.1990 Repair ‘BRAKE BLOCK RB95’.
08.12.1990 Repair ‘SIDE STEP’.
23.05.1991 Reclassified from wagon ‘NQOY 34323 U’ to ’ wagon ‘NQSY 34323 J’.

NQOY 34324

20.08.1991 Reclassified from wagon ‘NQOY 34324 G’ to ’ wagon ‘NQSY 34324 S’.

NQOY 34325

21.05.1991 Reclassified from wagon ‘NQOY 34325 P’ to ’ wagon ‘NQSY 34325 E’.

NQOY 34326

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘CENTRE SILL’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Reclassified from wagon ‘NQOY 34326 B’ to ’ wagon ‘NQSY 34326 N’.

NQOY 34327

26.10.1990 Reclassified from wagon ‘NQOY 34327 K’ to ’ wagon ‘NQSY 34327 W’.
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NQOY 34328

31.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.06.1990 Repair ‘COUPLER COMPLETE’.
21.02.1991 Reclassified from wagon ‘NQOY 34328 T’ to ’ wagon ‘NQSY 34328 X’.

NQOY 34329

17.07.1991 Reclassified from wagon ‘NQOY 34329 F’ to ’ wagon ‘NQSY 34329 R’.

NQOY 34330

28.10.1989 Repair ‘HANDBRAKE HANDLE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
08.08.1991 Reclassified from wagon ‘NQOY 34330 B’ to ’ wagon ‘NQSY 34330 N’.

NQOY 34331

30.08.1990 Repair ‘SIDE STEP’.
08.08.1991 Reclassified from wagon ‘NQOY 34331 K’ to ’ wagon ‘NQSY 34331 W’.

NQOY 34332

01.12.1989 Repair ‘SIDE STEP’.
31.08.1991 Reclassified from wagon ‘NQOY 34332 T’ to ’ wagon ‘NQSY 34332 X’.

NQOY 34333

22.07.1989 Repair ‘STEP’.
11.08.1989 Repair ‘STEP’.
21.12.1990 Reclassified from wagon ‘NQOY 34333 F’ to ’ wagon ‘NQSY 34333 R’.

NQOY 34334

05.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.04.1992 Reclassified from wagon ‘NQOY 34334 Y’ to ’ wagon ‘NQSY 34334 D’.

NQOY 34335

14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘WHEEL SET’.
25.05.1991 Reclassified from wagon ‘NQOY 34335 A’ to ’ wagon ‘NQSY 34335 M’.

NQOY 34336

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
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20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘COUPLER COMPLETE’.
30.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.01.1991 Repair ‘EMPTY LOAD VALVE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1991 Reclassified from wagon ‘NQOY 34336 J’ to ’ wagon ‘NQSY 34336 V’.

NQOY 34337

22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE PULL ROD’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.04.1991 Reclassified from wagon ‘NQOY 34337 S’ to ’ wagon ‘NQSY 34337 H’.

NQOY 34338

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE PULL ROD’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
02.01.1990 Repair ‘WHEEL SET’.
30.05.1990 Repair ‘SIDE STEP’.
25.10.1990 Reclassified from wagon ‘NQOY 34338 E’ to ’ wagon ‘NQSY 34338 Q’.

NQOY 34339

28.06.1990 Repair ‘WHEEL SET’.
29.06.1990 Repair ‘WHEEL SET’.
05.11.1990 Repair ‘SIDE STEP’.
08.08.1991 Reclassified from wagon ‘NQOY 34339 N’ to ’ wagon ‘NQSY 34339 C’.

NQOY 34340

02.11.1989 Repair ‘BRAKE BLOCK RB95’.
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24.03.1991 Reclassified from wagon ‘NQOY 34340 J’ to ’ wagon ‘NQSY 34340 V’.

NQOY 34341

02.06.1990 Repair ‘SIDE STEP’.
24.04.1991 Reclassified from wagon ‘NQOY 34341 S’ to ’ wagon ‘NQSY 34341 H’.

NQOY 34342

14.03.1991 Reclassified from wagon ‘NQOY 34342 E’ to ’ wagon ‘NQSY 34342 Q’.

NQOY 34343

15.04.1991 Reclassified from wagon ‘NQOY 34343 N’ to ’ wagon ‘NQSY 34343 C’.

NQOY 34344

19.02.1990 Repair ‘SIDE STEP’.
10.07.1991 Reclassified from wagon ‘NQOY 34344 W’ to ’ wagon ‘NQSY 34344 L’.

NQOY 34345

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1990 Reclassified from wagon ‘NQOY 34345 X’ to ’ wagon ‘NQSY 34345 U’.

NQOY 34346

04.10.1990 Reclassified from wagon ‘NQOY 34346 R’ to ’ wagon ‘NQSY 34346 G’.

NQOY 34347

02.11.1990 Reclassified from wagon ‘NQOY 34347 D’ to ’ wagon ‘NQSY 34347 P’.

NQOY 34348

26.10.1990 Reclassified from wagon ‘NQOY 34348 M’ to ’ wagon ‘NQSY 34348 B’.

NQOY 34349

02.06.1991 Reclassified from wagon ‘NQOY 34349 V’ to ’ wagon ‘NQSY 34349 K’.
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NQOY 34350

22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1991 Reclassified from wagon ‘NQOY 34350 R’ to ’ wagon ‘NQSY 34350 G’.

NQOY 34351

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘END BRAKE COCK’.
04.07.1989 Repair ‘TOP CENTRE PLATE’.
05.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1990 Repair ‘BRAKE PULL ROD’.
05.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1990 Repair ‘HANDRAILS END’.
02.11.1990 Reclassified from wagon ‘NQOY 34351 D’ to ’ wagon ‘NQSY 34351 P’.

NQOY 34352

09.02.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Reclassified from wagon ‘NQOY 34352 M’ to ’ wagon ‘NQSY 34352 B’.

NQOY 34353

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘WHEEL SET’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRAKE PULL ROD’.
01.03.1990 Repair ‘WHEEL SET’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘WHEEL SET’.
03.08.1991 Reclassified from wagon ‘NQOY 34353 V’ to ’ wagon ‘NQSY 34353 K’.

NQOY 34354

04.10.1990 Reclassified from wagon ‘NQOY 34354 H’ to ’ wagon ‘NQSY 34354 T’.

NQOY 34355

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘BRANCH PIPE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1991 Reclassified from wagon ‘NQOY 34355 Q’ to ’ wagon ‘NQSY 34355 F’.

NQOY 34356

15.12.1990 Reclassified from wagon ‘NQOY 34356 C’ to ’ wagon ‘NQSY 34356 Y’.

NQOY 34357

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.01.1990 Repair ‘WEAR PLATES & SADDLES’.
08.10.1990 Repair ‘SIDE STEP’.
20.12.1990 Reclassified from wagon ‘NQOY 34357 L’ to ’ wagon ‘NQSY 34357 A’.

NQOY 34358

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘END BRAKE COCK’.
29.12.1990 Reclassified from wagon ‘NQOY 34358 U’ to ’ wagon ‘NQSY 34358 J’.

NQOY 34359

18.04.1991 Reclassified from wagon ‘NQOY 34359 G’ to ’ wagon ‘NQSY 34359 S’.

NQOY 34360

30.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘AXLEBOX’.
20.11.1989 Repair ‘AXLEBOX’.
25.08.1990 Repair ‘HANDRAILS’.
23.04.1991 Repair ‘HANDBRAKE HANDLE’.
30.04.1991 Reclassified from wagon ‘NQOY 34360 C’ to ’ wagon ‘NQSY 34360 Y’.

NQOY 34361

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.10.1989 Repair ‘EMPTY LOAD VALVE’.
26.10.1989 Repair ‘GRADE CONTROL VALVE’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
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26.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘YOKE COMPLETE’.
18.01.1991 Reclassified from wagon ‘NQOY 34361 L’ to ’ wagon ‘NQSY 34361 A’.

NQOY 34362

25.10.1990 Reclassified from wagon ‘NQOY 34362 U’ to ’ wagon ‘NQSY 34362 J’.

NQOY 34363

14.06.1991 Repair ‘SIDE STEP’.
15.08.1991 Repair ‘SIDE STEP’.
01.02.1992 Reclassified from wagon ‘NQOY 34363 G’ to ’ wagon ‘NQSY 34363 S’.

NQOY 34364

31.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.02.1991 Repair ‘SIDE STEP’.
16.11.1991 Reclassified from wagon ‘NQOY 34364 P’ to ’ wagon ‘NQSY 34364 E’.

NQOY 34365

05.03.1991 Reclassified from wagon ‘NQOY 34365 B’ to ’ wagon ‘NQSY 34365 N’.

NQOY 34366

20.07.1989 Repair ‘SIDE STEP’.
11.01.1992 Reclassified from wagon ‘NQOY 34366 K’ to ’ wagon ‘NQSY 34366 W’.

NQOY 34367

10.09.1990 Repair ‘SIDE STEP’.
18.06.1991 Reclassified from wagon ‘NQOY 34367 T’ to ’ wagon ‘NQSY 34367 X’.

NQOY 34368

08.03.1990 Repair ‘AXLEBOX’.
08.03.1990 Repair ‘SIDE STEP’.
12.03.1991 Reclassified from wagon ‘NQOY 34368 F’ to ’ wagon ‘NQSY 34368 R’.

NQOY 34369

26.09.1990 Reclassified from wagon ‘NQOY 34369 Y’ to ’ wagon ‘NQSY 34369 D’.

NQOY 34370

26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE LEVER’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
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22.10.1990 Repair ‘BOGIE SPRING’.
28.02.1991 Reclassified from wagon ‘NQOY 34370 K’ to ’ wagon ‘NQSY 34370 W’.

NQOY 34371

01.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1991 Reclassified from wagon ‘NQOY 34371 T’ to ’ wagon ‘NQSY 34371 X’.

NQOY 34372

21.09.1990 Reclassified from wagon ‘NQOY 34372 F’ to ’ wagon ‘NQSY 34477 A’.

NQOY 34373

05.07.1989 Repair ‘SIDE STEP’.
13.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.07.1989 Repair ‘SIDE STEP’.
03.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘SIDE STEP’.
04.07.1990 Repair ‘SIDE STEP’.
19.07.1990 Repair ‘SIDE STEP’.
04.02.1991 Repair ‘SIDE STEP’.
28.09.1991 Reclassified from wagon ‘NQOY 34373 Y’ to ’ wagon ‘NQSY 34373 D’.

NQOY 34374

03.09.1991 Reclassified from wagon ‘NQOY 34374 A’ to ’ wagon ‘NQSY 34374 M’.

NQOY 34375

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘WHEEL SET’.
27.10.1989 Repair ‘SIDE STEP’.
27.11.1989 Repair ‘SIDE STEP’.
20.01.1990 Repair ‘SIDE STEP’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘WHEEL SET’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.04.1990 Repair ‘STEP’.
25.10.1990 Reclassified from wagon ‘NQOY 34375 J’ to ’ wagon ‘NQSY 34375 V’.
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NQOY 34376

02.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1991 Reclassified from wagon ‘NQOY 34376 S’ to ’ wagon ‘NQSY 34376 H’.

NQOY 34377

23.02.1990 Repair ‘SIDE STEP’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1991 Reclassified from wagon ‘NQOY 34377 E’ to ’ wagon ‘NQSY 34377 Q’.

NQOY 34378

13.01.1990 Repair ‘END HOSE’.
25.01.1990 Repair ‘STEP’.
10.11.1990 Repair ‘SIDE STEP’.
25.07.1991 Reclassified from wagon ‘NQOY 34378 N’ to ’ wagon ‘NQSY 34378 C’.

NQOY 34379

26.10.1990 Reclassified from wagon ‘NQOY 34379 W’ to ’ wagon ‘NQSY 34379 L’.

NQOY 34380

11.07.1991 Reclassified from wagon ‘NQOY 34380 S’ to ’ wagon ‘NQSY 34380 H’.

NQOY 34381

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘BRAKE PULL ROD’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
07.08.1989 Repair ‘EMPTY LOAD VALVE’.
07.08.1989 Repair ‘GRADE CONTROL VALVE’.
07.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.

NQOY 34382

12.10.1989 Repair ‘END HOSE’.
02.02.1990 Repair ‘SIDE STEP’.
26.10.1991 Reclassified from wagon ‘NQOY 34382 N’ to ’ wagon ‘NQSY 34382 C’.

NQOY 34383

23.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1990 Repair ‘SIDE STEP’.
25.10.1990 Reclassified from wagon ‘NQOY 34383 W’ to ’ wagon ‘NQSY 34383 L’.
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NQOY 34384

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE PIN’.
21.02.1991 Reclassified from wagon ‘NQOY 34384 X’ to ’ wagon ‘NQSY 34384 U’.

NQOY 34385

25.06.1990 Repair ‘HANDRAILS’.
26.07.1991 Reclassified from wagon ‘NQOY 34385 R’ to ’ wagon ‘NQSY 34385 G’.

NQOY 34386

30.10.1990 Reclassified from wagon ‘NQOY 34386 D’ to ’ wagon ‘NQSY 34386 P’.

NQOY 34387

05.09.1989 Repair ‘HANDRAILS’.
11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE PULL ROD’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘SIDE STEP’.
16.01.1991 Repair ‘SIDE STEP’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1992 Reclassified from wagon ‘NQOY 34387 M’ to ’ wagon ‘NQSY 34387 B’.

NQOY 34388

28.03.1992 Reclassified from wagon ‘NQOY 34388 V’ to ’ wagon ‘NQSY 34388 K’.

NQOY 34389

22.02.1991 Repair ‘SIDE STEP’.
30.08.1991 Reclassified from wagon ‘NQOY 34389 H’ to ’ wagon ‘NQSY 34389 T’.

NQOY 34390

27.11.1989 Repair ‘SIDE STEP’.
26.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1990 Repair ‘SIDE STEP’.
12.09.1990 Repair ‘WHEEL SET’.
13.09.1990 Repair ‘WHEEL SET’.
20.12.1990 Reclassified from wagon ‘NQOY 34390 D’ to ’ wagon ‘NQSY 34390 P’.

NQOY 34391

12.02.1990 Repair ‘SIDE STEP’.
12.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1990 Repair ‘SIDE STEP’.
26.02.1991 Repair ‘SIDE STEP’.
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12.03.1991 Repair ‘SIDE STEP’.
18.11.1991 Reclassified from wagon ‘NQOY 34391 M’ to ’ wagon ‘NQSY 34391 B’.

NQOY 34392

12.04.1990 Repair ‘BRAKE BLOCK RB95’.
16.09.1990 Reclassified from wagon ‘NQOY 34392 V’ to ’ wagon ‘NQSY 34392 K’.

NQOY 34393

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘TRAIN PIPE (END)’.
01.09.1990 Repair ‘HANDRAILS’.
15.08.1991 Reclassified from wagon ‘NQOY 34393 H’ to ’ wagon ‘NQSY 34393 T’.

NQOY 34394

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1989 Repair ‘SIDE STEP’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘END BRAKE COCK’.
14.09.1990 Reclassified from wagon ‘NQOY 34394 Q’ to ’ wagon ‘NQSY 34394 F’.

NQOY 34396

18.07.1989 Repair ‘END HOSE’.
25.05.1990 Repair ‘SIDE STEP’.
16.06.1990 Repair ‘SIDE STEP’.
22.11.1990 Reclassified from wagon ‘NQOY 34396 L’ to ’ wagon ‘NQSY 34396 A’.

NQOY 34397

14.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.10.1990 Reclassified from wagon ‘NQOY 34397 U’ to ’ wagon ‘NQSY 34397 J’.

NQOY 34398

28.07.1990 Repair ‘BRAKE BLOCK RB95’.
14.11.1990 Reclassified from wagon ‘NQOY 34398 G’ to ’ wagon ‘NQSY 34398 S’.

NQOY 34399

25.10.1990 Reclassified from wagon ‘NQOY 34399 P’ to ’ wagon ‘NQSY 34399 E’.
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NQOY 34400

07.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1989 Repair ‘SIDE STEP’.
12.07.1989 Repair ‘SIDE STEP’.
21.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Repair ‘BRAKE PULL ROD’.
31.10.1989 Repair ‘COUPLER KNUCKLE’.
31.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
06.11.1989 Repair ‘SIDE STEP’.
20.12.1989 Repair ‘SIDE STEP’.
29.10.1990 Repair ‘SIDE STEP’.
15.11.1990 Repair ‘BRAKE PULL ROD’.
01.02.1991 Repair ‘SIDE STEP’.
17.05.1991 Reclassified from wagon ‘NQOY 34400 H’ to ’ wagon ‘NQSY 34400 T’.

NQOY 34401

31.05.1990 Repair ‘HANDRAILS’.
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1991 Reclassified from wagon ‘NQOY 34401 Q’ to ’ wagon ‘NQSY 34401 F’.

NQOY 34402

08.10.1991 Reclassified from wagon ‘NQOY 34402 C’ to ’ wagon ‘NQSY 34402 Y’.

NQOY 34403

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘WHEEL SET’.
13.10.1989 Repair ‘WHEEL SET’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1989 Repair ‘WHEEL SET’.
12.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1990 Reclassified from wagon ‘NQOY 34403 L’ to ’ wagon ‘NQSY 34403 A’.

NQOY 34404

09.11.1991 Reclassified from wagon ‘NQOY 34404 U’ to ’ wagon ‘NQSY 34404 J’.
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NQOY 34405

19.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1990 Repair ‘SIDE STEP’.
14.04.1991 Reclassified from wagon ‘NQOY 34405 G’ to ’ wagon ‘NQSY 34405 S’.

NQOY 34406

01.03.1990 Repair ‘SIDE STEP’.
11.09.1990 Reclassified from wagon ‘NQOY 34406 P’ to ’ wagon ‘NQSY 34406 E’.

NQOY 34407

14.10.1989 Repair ‘STEP’.
20.05.1991 Repair ‘SIDE STEP’.
03.08.1991 Reclassified from wagon ‘NQOY 34407 B’ to ’ wagon ‘NQSY 34407 N’.

NQOY 34408

02.05.1990 Repair ‘HANDRAILS’.
14.04.1992 Reclassified from wagon ‘NQOY 34408 K’ to ’ wagon ‘NQSY 34408 W’.

NQOY 34409

28.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1991 Reclassified from wagon ‘NQOY 34409 T’ to ’ wagon ‘NQSY 34409 X’.

NQOY 34410

09.12.1990 Reclassified from wagon ‘NQOY 34410 P’ to ’ wagon ‘NQSY 34410 E’.

NQOY 34411

25.11.1991 Reclassified from wagon ‘NQOY 34411 B’ to ’ wagon ‘NQSY 34411 N’.

NQOY 34412

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘TOP CENTRE PLATE’.
14.09.1990 Reclassified from wagon ‘NQOY 34412 K’ to ’ wagon ‘NQSY 34412 W’.

NQOY 34413

06.09.1990 Reclassified from wagon ‘NQOY 34413 T’ to ’ wagon ‘NQSY 34413 X’.

NQOY 34414

23.09.1989 Repair ‘SIDE STEP’.
14.09.1990 Reclassified from wagon ‘NQOY 34414 F’ to ’ wagon ‘NQSY 34414 R’.
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NQOY 34415

28.11.1991 Reclassified from wagon ‘NQOY 34415 Y’ to ’ wagon ‘NQSY 34415 D’.

NQOY 34416

Details: wagon ‘NQOY 34416 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 34417

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Repair ‘WHEEL SET’.
24.04.1991 Reclassified from wagon ‘NQOY 34417 J’ to ’ wagon ‘NQSY 34417 V’.

NQOY 34418

24.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘BRAKE LEVER’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1990 Repair ‘END HOSE’.
16.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.06.1991 Reclassified from wagon ‘NQOY 34418 S’ to ’ wagon ‘NQSY 34418 H’.

NQOY 34419

10.10.1991 Reclassified from wagon ‘NQOY 34419 E’ to ’ wagon ‘NQSY 34419 Q’.
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NQOY 34420

30.05.1991 Reclassified from wagon ‘NQOY 34420 A’ to ’ wagon ‘NQSY 34420 M’.

NQOY 34421

06.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.05.1991 Reclassified from wagon ‘NQOY 34421 J’ to ’ wagon ‘NQSY 34421 V’.

NQOY 34422

12.11.1991 Reclassified from wagon ‘NQOY 34422 S’ to ’ wagon ‘NQSY 34422 H’.

NQOY 34423

25.10.1990 Reclassified from wagon ‘NQOY 34423 E’ to ’ wagon ‘NQSY 34423 Q’.

NQOY 34424

14.05.1991 Reclassified from wagon ‘NQOY 34424 N’ to ’ wagon ‘NQGY 34424 M’.

NQOY 34425

14.03.1991 Reclassified from wagon ‘NQOY 34425 W’ to ’ wagon ‘NQGY 34425 V’.

NQOY 34426

31.08.1991 Reclassified from wagon ‘NQOY 34426 X’ to ’ wagon ‘NQSY 34426 U’.

NQOY 34427

16.04.1991 Reclassified from wagon ‘NQOY 34427 R’ to ’ wagon ‘NQSY 34427 G’.

NQOY 34428

26.07.1991 Reclassified from wagon ‘NQOY 34428 D’ to ’ wagon ‘NQSY 34428 P’.

NQOY 34430

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

NQOY 34431

22.07.1989 Repair ‘SIDE STEP’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘WHEEL SET’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
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29.06.1990 Repair ‘WHEEL SET’.
26.07.1991 Reclassified from wagon ‘NQOY 34431 R’ to ’ wagon ‘NQSY 34431 G’.

NQOY 34432

29.09.1990 Repair ‘BRAKE LEVER’.
17.04.1991 Reclassified from wagon ‘NQOY 34432 D’ to ’ wagon ‘NQGY 34432 C’.

NQOY 34433

08.11.1989 Repair ‘BRAKE BLOCK RB95’.
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘COUPLER KNUCKLE’.
05.02.1990 Repair ‘EMPTY LOAD VALVE’.
05.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘BOGIE BEARERS’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
15.01.1991 Reclassified from wagon ‘NQOY 34433 M’ to ’ wagon ‘NQGY 34433 L’.

NQOY 34434

21.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1991 Reclassified from wagon ‘NQOY 34434 V’ to ’ wagon ‘NQGY 34434 U’.

NQOY 34435

19.02.1990 Repair ‘SIDE STEP’.
13.06.1990 Repair ‘BRAKE LEVER’.
13.06.1990 Repair ‘BRAKE PIN’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Repair ‘STEP’.
25.02.1991 Reclassified from wagon ‘NQOY 34435 H’ to ’ wagon ‘NQSY 34435 T’.

NQOY 34436

23.06.1990 Repair ‘SIDE STEP’.
25.10.1990 Reclassified from wagon ‘NQOY 34436 Q’ to ’ wagon ‘NQSY 34436 F’.

NQOY 34437

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘TRAIN PIPE’.
31.08.1990 Reclassified from wagon ‘NQOY 34437 C’ to ’ wagon ‘NQSY 34437 Y’.
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NQOY 34438

25.02.1991 Reclassified from wagon ‘NQOY 34438 L’ to ’ wagon ‘NQGY 34438 K’.

NQOY 34439

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.

NQOY 34440

15.10.1990 Repair ‘SIDE STEP’.
08.02.1991 Repair ‘HANDRAILS’.
25.02.1991 Reclassified from wagon ‘NQOY 34440 Q’ to ’ wagon ‘NQSY 34440 F’.

NQOY 34441

30.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRAKE PULL ROD’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1991 Reclassified from wagon ‘NQOY 34441 C’ to ’ wagon ‘NQSY 34441 Y’.

NQOY 34442

02.07.1991 Reclassified from wagon ‘NQOY 34442 L’ to ’ wagon ‘NQSY 34442 A’.

NQOY 34443

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

NQOY 34444

26.07.1991 Reclassified from wagon ‘NQOY 34444 G’ to ’ wagon ‘NQSY 34444 S’.

NQOY 34445

06.02.1990 Repair ‘BRAKE BLOCK RB95’.
12.02.1990 Repair ‘SIDE STEP’.
12.02.1990 Repair ‘SIDE STEP’.
24.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.05.1990 Repair ‘WHEEL SET’.
08.08.1991 Reclassified from wagon ‘NQOY 34445 P’ to ’ wagon ‘NQSY 34445 E’.
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NQOY 34446

25.10.1990 Reclassified from wagon ‘NQOY 34446 B’ to ’ wagon ‘NQSY 34446 N’.

NQOY 34447

09.02.1990 Repair ‘SIDE STEP’.
21.02.1991 Reclassified from wagon ‘NQOY 34447 K’ to ’ wagon ‘NQSY 34447 W’.

NQOY 34448

14.05.1990 Repair ‘SIDE STEP’.
08.08.1991 Reclassified from wagon ‘NQOY 34448 T’ to ’ wagon ‘NQSY 34448 X’.

NQOY 34449

20.06.1991 Reclassified from wagon ‘NQOY 34449 F’ to ’ wagon ‘NQSY 34449 R’.

NQOY 34450

03.10.1990 Reclassified from wagon ‘NQOY 34450 B’ to ’ wagon ‘NQSY 34450 N’.

NQOY 34451

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘WHEEL SET’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1991 Reclassified from wagon ‘NQOY 34451 K’ to ’ wagon ‘NQSY 34451 W’.

NQOY 34452

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BOLSTER’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1990 Reclassified from wagon ‘NQOY 34452 T’ to ’ wagon ‘NQSY 34452 X’.

NQOY 34453

19.09.1990 Reclassified from wagon ‘NQOY 34453 F’ to ’ wagon ‘NQSY 34453 R’.

NQOY 34454

02.07.1990 Repair ‘SIDE STEP’.
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.02.1991 Repair ‘BRAKE PULL ROD’.
27.02.1991 Repair ‘EMPTY LOAD VALVE’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Reclassified from wagon ‘NQOY 34454 Y’ to ’ wagon ‘NQSY 34454 D’.

NQOY 34455

11.09.1991 Reclassified from wagon ‘NQOY 34455 A’ to ’ wagon ‘NQSY 34455 M’.

NQOY 34456

01.02.1990 Repair ‘SIDE STEP’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘WHEEL SET’.
07.09.1990 Reclassified from wagon ‘NQOY 34456 J’ to ’ wagon ‘NQSY 34456 V’.

NQOY 34457

15.12.1989 Repair ‘SIDE STEP’.
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘EMPTY LOAD VALVE’.
19.02.1990 Repair ‘END BRAKE COCK’.
19.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1991 Reclassified from wagon ‘NQOY 34457 S’ to ’ wagon ‘NQSY 34457 H’.

NQOY 34458

15.07.1989 Repair ‘END HOSE’.
16.07.1991 Reclassified from wagon ‘NQOY 34458 E’ to ’ wagon ‘NQSY 34458 Q’.

NQOY 34459

14.11.1990 Reclassified from wagon ‘NQOY 34459 N’ to ’ wagon ‘NQSY 34459 C’.
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NQOY 34460

11.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Reclassified from wagon ‘NQOY 34460 J’ to ’ wagon ‘NQSY 34460 V’.

NQOY 34461

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘WHEEL SET’.
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER COMPLETE’.
15.08.1989 Repair ‘WHEEL SET’.
18.01.1991 Reclassified from wagon ‘NQOY 34461 S’ to ’ wagon ‘NQSY 34461 H’.

NQOY 34462

19.04.1990 Repair ‘HANDRAILS’.
13.12.1991 Reclassified from wagon ‘NQOY 34462 E’ to ’ wagon ‘NQSY 34462 Q’.

NQOY 34463

22.03.1990 Repair ‘SIDE STEP’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘STEP’.
20.04.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘EMPTY LOAD VALVE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘WHEEL SET’.
13.07.1991 Repair ‘SIDE STEP’.
30.08.1991 Reclassified from wagon ‘NQOY 34463 N’ to ’ wagon ‘NQSY 34463 C’.

NQOY 34464

18.03.1991 Repair ‘SIDE STEP’.
16.01.1992 Reclassified from wagon ‘NQOY 34464 W’ to ’ wagon ‘NQSY 34464 L’.

NQOY 34465

22.11.1990 Reclassified from wagon ‘NQOY 34465 X’ to ’ wagon ‘NQSY 34465 U’.

NQOY 34466

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
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05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘SIDE STEP’.
05.10.1989 Repair ‘WHEEL SET’.
24.09.1990 Reclassified from wagon ‘NQOY 34466 R’ to ’ wagon ‘NQSY 34466 G’.

NQOY 34467

21.03.1990 Repair ‘COUPLER KNUCKLE’.
21.03.1990 Repair ‘EMPTY LOAD VALVE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘SIDE STEP’.
17.09.1991 Reclassified from wagon ‘NQOY 34467 D’ to ’ wagon ‘NQSY 34467 P’.

NQOY 34468

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1990 Reclassified from wagon ‘NQOY 34468 M’ to ’ wagon ‘NQSY 34468 B’.

NQOY 34469

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1989 Repair ‘BRAKE LEVER’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1990 Reclassified from wagon ‘NQOY 34469 V’ to ’ wagon ‘NQSY 34469 K’.

NQOY 34470

24.03.1991 Reclassified from wagon ‘NQOY 34470 R’ to ’ wagon ‘NQGY 34470 Q’.

NQOY 34471

15.03.1991 Reclassified from wagon ‘NQOY 34471 D’ to ’ wagon ‘NQGY 34471 C’.

NQOY 34472

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
06.07.1991 Reclassified from wagon ‘NQOY 34472 M’ to ’ wagon ‘NQSY 34472 B’.
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NQOY 34473

17.01.1991 Reclassified from wagon ‘NQOY 34473 V’ to ’ wagon ‘NQGY 34473 U’.

NQOY 34474

15.02.1991 Reclassified from wagon ‘NQOY 34474 H’ to ’ wagon ‘NQGY 34474 G’.

NQOY 34475

21.02.1990 Repair ‘AXLEBOX’.
12.04.1991 Reclassified from wagon ‘NQOY 34475 Q’ to ’ wagon ‘NQGY 34475 P’.

NQOY 34476

10.05.1990 Repair ‘SIDE STEP’.
14.03.1991 Repair ‘SIDE STEP’.
29.11.1991 Reclassified from wagon ‘NQOY 34476 C’ to ’ wagon ‘NQSY 34476 Y’.

NQOY 34477

02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘COUPLER KNUCKLE’.
02.03.1990 Repair ‘EMPTY LOAD VALVE’.
02.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.03.1990 Repair ‘WEAR PLATES & SADDLES’.
21.09.1990 Reclassified from wagon ‘NQOY 34477 L’ to ’ wagon ‘NQSY 34372 R’.

NQOY 34478

11.11.1989 Repair ‘END HOSE’.
25.10.1990 Reclassified from wagon ‘NQOY 34478 U’ to ’ wagon ‘NQSY 34478 J’.

NQOY 34479

25.10.1990 Reclassified from wagon ‘NQOY 34479 G’ to ’ wagon ‘NQSY 34479 S’.

NQOY 34480

31.08.1989 Repair ‘END HOSE’.
18.06.1991 Reclassified from wagon ‘NQOY 34480 C’ to ’ wagon ‘NQSY 34480 Y’.

NQOY 34481

29.06.1991 Reclassified from wagon ‘NQOY 34481 L’ to ’ wagon ‘NQSY 34481 A’.

NQOY 34482

17.07.1989 Repair ‘SIDE STEP’.
06.12.1990 Reclassified from wagon ‘NQOY 34482 U’ to ’ wagon ‘NQSY 34482 J’.
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NQOY 34483

09.09.1989 Repair ‘SIDE STEP’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Reclassified from wagon ‘NQOY 34483 G’ to ’ wagon ‘NQSY 34483 S’.

NQOY 34484

25.02.1991 Repair ‘SIDE STEP’.
25.09.1991 Reclassified from wagon ‘NQOY 34484 P’ to ’ wagon ‘NQSY 34484 E’.

NQOY 34485

02.10.1989 Repair ‘SIDE STEP’.
21.09.1991 Reclassified from wagon ‘NQOY 34485 B’ to ’ wagon ‘NQSY 34485 N’.

NQOY 34486

26.09.1990 Reclassified from wagon ‘NQOY 34486 K’ to ’ wagon ‘NQSY 34486 W’.

NQOY 34487

15.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1991 Reclassified from wagon ‘NQOY 34487 T’ to ’ wagon ‘NQSY 34487 X’.

NQOY 34488

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘SIDE STEP’.
21.05.1991 Reclassified from wagon ‘NQOY 34488 F’ to ’ wagon ‘NQGY 34488 E’.

NQOY 34489

09.04.1991 Reclassified from wagon ‘NQOY 34489 Y’ to ’ wagon ‘NQGY 34489 N’.

NQOY 34490

23.03.1990 Repair ‘SIDE STEP’.
19.03.1991 Reclassified from wagon ‘NQOY 34490 K’ to ’ wagon ‘NQGY 34490 J’.

NQOY 34491

14.05.1991 Reclassified from wagon ‘NQOY 34491 T’ to ’ wagon ‘NQSY 34491 X’.

NQOY 34492

27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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NQOY 34493

11.09.1990 Reclassified from wagon ‘NQOY 34493 Y’ to ’ wagon ‘NQSY 34493 D’.

NQOY 34494

03.07.1989 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.11.1991 Reclassified from wagon ‘NQOY 34494 A’ to ’ wagon ‘NQSY 34494 M’.

NQOY 34495

10.07.1990 Repair ‘SIDE STEP’.
14.09.1990 Reclassified from wagon ‘NQOY 34495 J’ to ’ wagon ‘NQSY 34495 V’.

NQOY 34496

21.02.1990 Repair ‘HANDRAILS’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘WHEEL SET’.
15.02.1991 Repair ‘SIDE STEP’.
18.05.1991 Reclassified from wagon ‘NQOY 34496 S’ to ’ wagon ‘NQSY 34496 H’.

NQOY 34497

28.02.1991 Reclassified from wagon ‘NQOY 34497 E’ to ’ wagon ‘NQGY 34497 D’.

NQOY 34498

20.06.1990 Repair ‘BRAKE PIN’.
01.02.1992 Reclassified from wagon ‘NQOY 34498 N’ to ’ wagon ‘NQSY 34498 C’.

NQOY 34499

06.09.1990 Reclassified from wagon ‘NQOY 34499 W’ to ’ wagon ‘NQSY 34499 L’.

NQOY 34500

23.01.1992 Reclassified from wagon ‘NQOY 34500 Y’ to ’ wagon ‘NQSY 34500 D’.

NQOY 34951

01.02.1991 Repair ‘SIDE STEP’.
10.08.1991 Reclassified from wagon ‘NQOY 34951 W’ to ’ wagon ‘NQSY 34951 L’.

NQOY 34952

23.05.1991 Reclassified from wagon ‘NQOY 34952 X’ to ’ wagon ‘NQSY 34952 U’.
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NQOY 34953

26.10.1990 Repair ‘WHEEL SET’.
01.11.1990 Repair ‘WHEEL SET’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Repair ‘WHEEL SET’.
20.05.1991 Repair ‘SIDE STEP’.
31.03.1992 Reclassified from wagon ‘NQOY 34953 R’ to ’ wagon ‘NQSY 34953 G’.

NQOY 34954

07.06.1990 Repair ‘COUPLER COMPLETE’.
11.01.1992 Reclassified from wagon ‘NQOY 34954 D’ to ’ wagon ‘NQSY 34954 P’.

NQOY 34955

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘SIDE STEP’.
03.04.1990 Repair ‘WHEEL SET’.
27.09.1991 Reclassified from wagon ‘NQOY 34955 M’ to ’ wagon ‘NQSY 34955 B’.

NQOY 34956

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1990 Repair ‘COUPLER COMPLETE’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘EMPTY LOAD VALVE’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1990 Repair ‘SIDE STEP’.
19.06.1990 Repair ‘WEAR PLATES & SADDLES’.
02.11.1990 Reclassified from wagon ‘NQOY 34956 V’ to ’ wagon ‘NQSY 34956 K’.

NQOY 34957

30.07.1991 Reclassified from wagon ‘NQOY 34957 H’ to ’ wagon ‘NQSY 34957 T’.

NQOY 34958

22.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1990 Reclassified from wagon ‘NQOY 34958 Q’ to ’ wagon ‘NQSY 34958 F’.
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NQOY 34959

22.07.1989 Repair ‘SIDE STEP’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1991 Repair ‘SIDE STEP’.
27.03.1991 Repair ‘SIDE STEP’.
10.08.1991 Reclassified from wagon ‘NQOY 34959 C’ to ’ wagon ‘NQSY 34959 Y’.

NQOY 34960

08.08.1991 Reclassified from wagon ‘NQOY 34960 V’ to ’ wagon ‘NQSY 34960 K’.

NQOY 34961

02.04.1990 Repair ‘SIDE STEP’.
15.12.1990 Reclassified from wagon ‘NQOY 34961 H’ to ’ wagon ‘NQSY 34961 T’.

NQOY 34962

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘END BRAKE COCK’.
22.11.1990 Reclassified from wagon ‘NQOY 34962 Q’ to ’ wagon ‘NQSY 34962 F’.

NQOY 34963

27.10.1989 Repair ‘SIDE STEP’.
18.12.1989 Repair ‘HANDRAILS’.
24.01.1991 Reclassified from wagon ‘NQOY 34963 C’ to ’ wagon ‘NQSY 34963 Y’.

NQOY 34964

01.09.1989 Repair ‘SIDE STEP’.
27.01.1990 Repair ‘SIDE STEP’.
14.09.1991 Reclassified from wagon ‘NQOY 34964 L’ to ’ wagon ‘NQSY 34964 A’.

NQOY 34965

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.01.1991 Reclassified from wagon ‘NQOY 34965 U’ to ’ wagon ‘NQSY 34965 J’.

NQOY 34966

13.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1990 Repair ‘SIDE STEP’.
23.08.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
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23.08.1991 Repair ‘STEP’.
21.09.1991 Reclassified from wagon ‘NQOY 34966 G’ to ’ wagon ‘NQSY 34966 S’.

NQOY 34967

04.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Reclassified from wagon ‘NQOY 34967 P’ to ’ wagon ‘NQSY 34967 E’.

NQOY 34968

22.08.1991 Reclassified from wagon ‘NQOY 34968 B’ to ’ wagon ‘NQSY 34968 N’.

NQOY 34969

30.04.1990 Repair ‘HANDRAILS’.
30.04.1990 Repair ‘SIDE STEP’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Reclassified from wagon ‘NQOY 34969 K’ to ’ wagon ‘NQSY 34969 W’.

NQOY 34970

05.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1990 Reclassified from wagon ‘NQOY 34970 G’ to ’ wagon ‘NQSY 34970 S’.

NQOY 34971

01.07.1989 Repair ‘BRAKE BLOCK RB95’.
22.07.1989 Repair ‘SIDE STEP’.
19.12.1991 Reclassified from wagon ‘NQOY 34971 P’ to ’ wagon ‘NQSY 34971 E’.

NQOY 34972

08.08.1991 Reclassified from wagon ‘NQOY 34972 B’ to ’ wagon ‘NQSY 34972 N’.

NQOY 34973

09.03.1991 Reclassified from wagon ‘NQOY 34973 K’ to ’ wagon ‘NQSY 34973 W’.

NQOY 34974

08.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘WHEEL SET’.
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14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘COUPLER COMPLETE’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘EMPTY LOAD VALVE’.
14.09.1990 Repair ‘END BRAKE COCK’.
14.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Reclassified from wagon ‘NQOY 34974 T’ to ’ wagon ‘NQSY 34974 X’.

NQOY 34975

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘WEAR PLATES & SADDLES’.
11.06.1991 Reclassified from wagon ‘NQOY 34975 F’ to ’ wagon ‘NQSY 34975 R’.

NQOY 34976

16.09.1990 Reclassified from wagon ‘NQOY 34976 Y’ to ’ wagon ‘NQSY 34976 D’.

NQOY 34977

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘TRAIN PIPE’.
01.04.1992 Reclassified from wagon ‘NQOY 34977 A’ to ’ wagon ‘NQSY 34977 M’.

NQOY 34978

23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘END HOSE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘WEAR PLATES & SADDLES’.
23.04.1990 Repair ‘WHEEL SET’.
30.08.1991 Reclassified from wagon ‘NQOY 34978 J’ to ’ wagon ‘NQSY 34978 V’.

NQOY 34979

27.09.1991 Reclassified from wagon ‘NQOY 34979 S’ to ’ wagon ‘NQSY 34979 H’.
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NQOY 34980

14.11.1989 Repair ‘HOSE FITTINGS’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE SPRING’.
01.03.1990 Repair ‘WHEEL SET’.
16.06.1990 Repair ‘SIDE STEP’.
25.10.1990 Reclassified from wagon ‘NQOY 34980 Y’ to ’ wagon ‘NQSY 34980 D’.

NQOY 34981

20.07.1989 Repair ‘END HOSE’.
02.06.1990 Repair ‘HOSE FITTINGS’.
16.10.1990 Reclassified from wagon ‘NQOY 34981 A’ to ’ wagon ‘NQSY 34981 M’.

NQOY 34982

30.08.1991 Reclassified from wagon ‘NQOY 34982 J’ to ’ wagon ‘NQSY 34982 V’.

NQOY 34983

06.09.1990 Reclassified from wagon ‘NQOY 34983 S’ to ’ wagon ‘NQSY 34983 H’.

NQOY 34984

09.03.1991 Reclassified from wagon ‘NQOY 34984 E’ to ’ wagon ‘NQSY 34984 Q’.

NQOY 34985

14.06.1991 Repair ‘SIDE STEP’.
04.09.1991 Repair ‘SIDE STEP’.
10.10.1991 Reclassified from wagon ‘NQOY 34985 N’ to ’ wagon ‘NQSY 34985 C’.

NQOY 34986

30.08.1989 Repair ‘SIDE STEP’.
11.10.1991 Reclassified from wagon ‘NQOY 34986 W’ to ’ wagon ‘NQSY 34986 L’.

NQOY 34987

19.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘SIDE STEP’.
14.01.1992 Reclassified from wagon ‘NQOY 34987 X’ to ’ wagon ‘NQSY 34987 U’.

NQOY 34988

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘SIDE STEP’.
19.10.1991 Reclassified from wagon ‘NQOY 34988 R’ to ’ wagon ‘NQSY 34988 G’.
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NQOY 34989

25.10.1990 Reclassified from wagon ‘NQOY 34989 D’ to ’ wagon ‘NQSY 34989 P’.

NQOY 34990

05.09.1991 Reclassified from wagon ‘NQOY 34990 W’ to ’ wagon ‘NQSY 34990 L’.

NQOY 34991

24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Reclassified from wagon ‘NQOY 34991 X’ to ’ wagon ‘NQSY 34991 U’.

NQOY 34992

11.01.1990 Repair ‘END HOSE’.
08.06.1991 Reclassified from wagon ‘NQOY 34992 R’ to ’ wagon ‘NQSY 34992 G’.

NQOY 34993

02.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
26.05.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘SIDE STEP’.
08.10.1990 Repair ‘SIDE STEP’.
31.08.1991 Reclassified from wagon ‘NQOY 34993 D’ to ’ wagon ‘NQSY 34993 P’.

NQOY 34994

11.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.06.1990 Repair ‘BRAKE LEVER’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1991 Reclassified from wagon ‘NQOY 34994 M’ to ’ wagon ‘NQSY 34994 B’.

NQOY 34995

23.04.1991 Reclassified from wagon ‘NQOY 34995 V’ to ’ wagon ‘NQSY 34995 K’.

NQOY 34996

22.07.1989 Repair ‘SIDE STEP’.
21.12.1990 Reclassified from wagon ‘NQOY 34996 H’ to ’ wagon ‘NQSY 34996 T’.

NQOY 34997

04.09.1990 Reclassified from wagon ‘NQOY 34997 Q’ to ’ wagon ‘NQSY 34997 F’.
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NQOY 34998

07.04.1990 Repair ‘SIDE STEP’.
08.11.1990 Reclassified from wagon ‘NQOY 34998 C’ to ’ wagon ‘NQSY 34998 Y’.

NQOY 34999

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Reclassified from wagon ‘NQOY 34999 L’ to ’ wagon ‘NQSY 34999 A’.

NQOY 35000

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘END HOSE’.
27.01.1990 Repair ‘WHEEL SET’.
25.11.1991 Reclassified from wagon ‘NQOY 35000 X’ to ’ wagon ‘NQSY 35000 U’.

NQOY 35001

07.04.1990 Repair ‘VEHICLE COMPLETE’.
08.11.1990 Reclassified from wagon ‘NQOY 35001 R’ to ’ wagon ‘NQSY 35001 G’.

NQOY 35002

16.06.1990 Repair ‘SIDE STEP’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Reclassified from wagon ‘NQOY 35002 D’ to ’ wagon ‘NQSY 35002 P’.

NQOY 35003

Details: wagon ‘NQOY 35003 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘WHEEL SET’.

NQOY 35004

03.04.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Reclassified from wagon ‘NQOY 35004 V’ to ’ wagon ‘NQSY 35004 K’.

NQOY 35005

28.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1991 Repair ‘STEP’.
18.06.1991 Reclassified from wagon ‘NQOY 35005 H’ to ’ wagon ‘NQSY 35005 T’.

NQOY 35006

14.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER COMPLETE’.
04.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘WEAR PLATES & SADDLES’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘WEAR PLATES & SADDLES’.
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘WEAR PLATES & SADDLES’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘WEAR PLATES & SADDLES’.
31.01.1991 Reclassified from wagon ‘NQOY 35006 Q’ to ’ wagon ‘NQSY 35006 F’.

NQOY 35007

06.01.1990 Repair ‘SIDE STEP’.
08.11.1990 Reclassified from wagon ‘NQOY 35007 C’ to ’ wagon ‘NQSY 35007 Y’.
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NQOY 35008

19.05.1990 Repair ‘BRAKE BLOCK RB95’.
26.04.1991 Reclassified from wagon ‘NQOY 35008 L’ to ’ wagon ‘NQSY 35008 A’.

NQOY 35009

22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1991 Reclassified from wagon ‘NQOY 35009 U’ to ’ wagon ‘NQSY 35009 J’.

NQOY 35010

23.05.1990 Repair ‘WHEEL SET’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘EMPTY LOAD VALVE’.
10.09.1990 Repair ‘GRADE CONTROL VALVE’.
10.09.1990 Repair ‘WHEEL SET’.
30.10.1990 Reclassified from wagon ‘NQOY 35010 Q’ to ’ wagon ‘NQSY 35010 F’.

NQOY 35011

07.04.1990 Repair ‘SIDE STEP’.
26.06.1990 Repair ‘SIDE STEP’.
26.06.1990 Repair ‘WHEEL SET’.
16.09.1990 Reclassified from wagon ‘NQOY 35011 C’ to ’ wagon ‘NQSY 35011 Y’.

NQOY 35012

22.08.1991 Reclassified from wagon ‘NQOY 35012 L’ to ’ wagon ‘NQSY 35012 A’.

NQOY 35013

24.09.1990 Repair ‘SIDE STEP’.
29.09.1990 Repair ‘SIDE STEP’.
26.01.1991 Repair ‘SIDE STEP’.
30.11.1991 Reclassified from wagon ‘NQOY 35013 U’ to ’ wagon ‘NQSY 35013 J’.

NQOY 35014

23.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1991 Reclassified from wagon ‘NQOY 35014 G’ to ’ wagon ‘NQSY 35014 S’.

NQOY 35015

07.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Reclassified from wagon ‘NQOY 35015 P’ to ’ wagon ‘NQSY 35015 E’.

NQOY 35016

25.10.1990 Reclassified from wagon ‘NQOY 35016 B’ to ’ wagon ‘NQSY 35016 N’.
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NQOY 35017

03.11.1989 Repair ‘BRAKE BLOCK RB95’.
10.05.1991 Reclassified from wagon ‘NQOY 35017 K’ to ’ wagon ‘NQSY 35017 W’.

NQOY 35019

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1991 Reclassified from wagon ‘NQOY 35019 F’ to ’ wagon ‘NQSY 35019 R’.

NQOY 35020

05.09.1991 Reclassified from wagon ‘NQOY 35020 B’ to ’ wagon ‘NQSY 35020 N’.

NQOY 35021

14.05.1991 Reclassified from wagon ‘NQOY 35021 K’ to ’ wagon ‘NQSY 35021 W’.

NQOY 35022

Details: wagon ‘NQOY 35022 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

NQOY 35023

28.09.1991 Reclassified from wagon ‘NQOY 35023 F’ to ’ wagon ‘NQSY 35023 R’.

NQOY 35024

16.09.1990 Reclassified from wagon ‘NQOY 35024 Y’ to ’ wagon ‘NQSY 35024 D’.
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NQOY 35025

11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE PULL ROD’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1991 Reclassified from wagon ‘NQOY 35025 A’ to ’ wagon ‘NQSY 35025 M’.

NQOY 35026

04.04.1990 Repair ‘STEP’.
25.10.1990 Reclassified from wagon ‘NQOY 35026 J’ to ’ wagon ‘NQSY 35026 V’.

NQOY 35027

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1989 Repair ‘WHEEL SET’.
02.11.1990 Reclassified from wagon ‘NQOY 35027 S’ to ’ wagon ‘NQSY 35027 H’.

NQOY 35028

11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Reclassified from wagon ‘NQOY 35028 E’ to ’ wagon ‘NQSY 35028 Q’.

NQOY 35029

18.06.1991 Reclassified from wagon ‘NQOY 35029 N’ to ’ wagon ‘NQSY 35029 C’.

NQOY 35030

31.08.1991 Reclassified from wagon ‘NQOY 35030 J’ to ’ wagon ‘NQSY 35030 V’.

NQOY 35031

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1991 Repair ‘SIDE STEP’.
03.08.1991 Reclassified from wagon ‘NQOY 35031 S’ to ’ wagon ‘NQSY 35031 H’.

NQOY 35032

26.04.1990 Repair ‘SIDE STEP’.
08.02.1992 Reclassified from wagon ‘NQOY 35032 E’ to ’ wagon ‘NQSY 35032 Q’.
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NQOY 35033

21.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.02.1990 Repair ‘SIDE STEP’.
08.03.1991 Repair ‘SIDE STEP’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘END HOSE’.
22.04.1991 Repair ‘WHEEL SET’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Reclassified from wagon ‘NQOY 35033 N’ to ’ wagon ‘NQSY 35033 C’.

NQOY 35034

31.01.1991 Reclassified from wagon ‘NQOY 35034 W’ to ’ wagon ‘NQSY 35034 L’.

NQOY 35035

07.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Reclassified from wagon ‘NQOY 35035 X’ to ’ wagon ‘NQSY 35035 U’.

NQOY 35036

05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘WHEEL SET’.
02.07.1991 Reclassified from wagon ‘NQOY 35036 R’ to ’ wagon ‘NQSY 35036 G’.

NQOY 35037

02.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Reclassified from wagon ‘NQOY 35037 D’ to ’ wagon ‘NQSY 35037 P’.

NQOY 35038

06.02.1990 Repair ‘WHEEL SET’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COUPLER COMPLETE’.
08.03.1990 Repair ‘VEHICLE COMPLETE’.
08.03.1990 Repair ‘WEAR PLATES & SADDLES’.
25.07.1990 Repair ‘SIDE STEP’.
26.07.1990 Repair ‘SIDE STEP’.
24.10.1991 Reclassified from wagon ‘NQOY 35038 M’ to ’ wagon ‘NQSY 35038 B’.

NQOY 35039

20.11.1989 Repair ‘SIDE STEP’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

10554



2.505. Wagon classification starting with ‘NQO’

16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1990 Repair ‘BRAKE LEVER’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘WHEEL SET’.
21.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Reclassified from wagon ‘NQOY 35039 V’ to ’ wagon ‘NQSY 35039 K’.

NQOY 35040

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB101’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1991 Reclassified from wagon ‘NQOY 35040 R’ to ’ wagon ‘NQSY 35040 G’.

NQOY 35041

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘WHEEL SET’.
31.01.1991 Reclassified from wagon ‘NQOY 35041 D’ to ’ wagon ‘NQSY 35041 P’.

NQOY 35042

13.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1991 Reclassified from wagon ‘NQOY 35042 M’ to ’ wagon ‘NQSY 35042 B’.

NQOY 35043

04.10.1990 Reclassified from wagon ‘NQOY 35043 V’ to ’ wagon ‘NQSY 35043 K’.

NQOY 35044

16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.04.1990 Repair ‘EMPTY LOAD VALVE’.
16.04.1990 Repair ‘GRADE CONTROL VALVE’.
16.04.1990 Repair ‘WEAR PLATES & SADDLES’.
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BOLSTER’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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08.08.1990 Repair ‘WEAR PLATES & SADDLES’.
21.02.1991 Reclassified from wagon ‘NQOY 35044 H’ to ’ wagon ‘NQSY 35044 T’.

NQOY 35045

23.03.1991 Reclassified from wagon ‘NQOY 35045 Q’ to ’ wagon ‘NQSY 35045 F’.

NQOY 35046

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘EMPTY LOAD VALVE’.
11.10.1989 Repair ‘GRADE CONTROL VALVE’.
11.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1989 Repair ‘HANDBRAKE HANDLE’.
11.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1990 Repair ‘END HOSE’.
11.06.1990 Repair ‘SIDE STEP’.
29.06.1990 Repair ‘STEP’.
31.05.1991 Reclassified from wagon ‘NQOY 35046 C’ to ’ wagon ‘NQSY 35046 Y’.

NQOY 35047

25.07.1991 Reclassified from wagon ‘NQOY 35047 L’ to ’ wagon ‘NQSY 35047 A’.

NQOY 35048

26.10.1990 Reclassified from wagon ‘NQOY 35048 U’ to ’ wagon ‘NQSY 35048 J’.

NQOY 35049

03.08.1991 Reclassified from wagon ‘NQOY 35049 G’ to ’ wagon ‘NQSY 35049 S’.

NQOY 35050

16.09.1990 Reclassified from wagon ‘NQOY 35050 C’ to ’ wagon ‘NQSY 35050 Y’.

2.506 Wagon classification starting with ‘NQR’

NQRX 60225

27.03.1990 Reclassified from wagon ‘NQRX 60225 E’ to ’ wagon ‘NKQX 60225 M’.

NQRX 60226

26.02.1990 Reclassified from wagon ‘NQRX 60226 N’ to ’ wagon ‘NKQX 60226 V’.
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NQRX 60227

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Reclassified from wagon ‘NQRX 60227 W’ to ’ wagon ‘NKQX 60227 H’.

NQRX 60228

11.12.1989 Reclassified from wagon ‘NQRX 60228 X’ to ’ wagon ‘NKQX 60228 Q’.

NQRX 60229

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK OTHER’.
13.12.1989 Repair ‘HANDRAILS’.
13.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.

NQRX 60230

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.

NQRX 60231

17.06.1990 Reclassified from wagon ‘NQRX 60231 W’ to ’ wagon ‘NKQX 60231 H’.

NQRX 60232

11.03.1990 Reclassified from wagon ‘NQRX 60232 X’ to ’ wagon ‘NKQX 60232 Q’.

NQRX 60233

26.02.1990 Reclassified from wagon ‘NQRX 60233 R’ to ’ wagon ‘NKQX 60233 C’.

NQRX 60234

20.05.1990 Reclassified from wagon ‘NQRX 60234 D’ to ’ wagon ‘NKQX 60234 L’.

NQRX 60235

07.04.1990 Reclassified from wagon ‘NQRX 60235 M’ to ’ wagon ‘NKQX 60235 U’.
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NQRX 60236

28.07.1990 Reclassified from wagon ‘NQRX 60236 V’ to ’ wagon ‘NKQX 60236 G’.

NQRX 60237

21.05.1990 Reclassified from wagon ‘NQRX 60237 H’ to ’ wagon ‘NKQX 60237 P’.

NQRX 60238

16.04.1990 Reclassified from wagon ‘NQRX 60238 Q’ to ’ wagon ‘NKQX 60238 B’.

NQRX 60239

10.10.1989 Repair ‘HOSE FITTINGS’.
07.04.1990 Reclassified from wagon ‘NQRX 60239 C’ to ’ wagon ‘NKQX 60239 K’.

NQRX 60240

19.07.1989 Repair ‘NYLON HOSE’.
10.01.1990 Reclassified from wagon ‘NQRX 60240 V’ to ’ wagon ‘NKQX 60240 G’.

NQRX 60241

Details: wagon ‘NQRX 60241 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLJX 33845
BSG Code: NXQQ

Capacity of 58 tonnes

23.11.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.

NQRX 60242

27.03.1990 Reclassified from wagon ‘NQRX 60242 Q’ to ’ wagon ‘NKQX 60242 B’.
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NQRX 60243

14.05.1990 Reclassified from wagon ‘NQRX 60243 C’ to ’ wagon ‘NKQX 60243 K’.

NQRX 60244

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK OTHER’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Reclassified from wagon ‘NQRX 60244 L’ to ’ wagon ‘NKQX 60244 T’.

NQRX 60245

25.09.1990 Reclassified from wagon ‘NQRX 60245 U’ to ’ wagon ‘NKQX 60245 F’.

NQRX 60246

04.02.1990 Reclassified from wagon ‘NQRX 60246 G’ to ’ wagon ‘NKQX 60246 Y’.

NQRX 60247

13.07.1990 Reclassified from wagon ‘NQRX 60247 P’ to ’ wagon ‘NKQX 60247 A’.

NQRX 60249

19.03.1990 Reclassified from wagon ‘NQRX 60249 K’ to ’ wagon ‘NKQX 60249 S’.

NQRX 60250

22.03.1990 Reclassified from wagon ‘NQRX 60250 G’ to ’ wagon ‘NKQX 60250 Y’.

NQRX 60251

06.11.1989 Repair ‘END HOSE’.
26.02.1990 Reclassified from wagon ‘NQRX 60251 P’ to ’ wagon ‘NKQX 60251 A’.

NQRX 60252

Details: wagon ‘NQRX 60252 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLJX 33897
BSG Code: NXQQ

Capacity of 58 tonnes

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘PARTITION’.

NQRX 60253

25.06.1990 Reclassified from wagon ‘NQRX 60253 K’ to ’ wagon ‘NKQX 60253 S’.

NQRX 60254

18.08.1989 Repair ‘HANDRAILS’.
14.12.1989 Reclassified from wagon ‘NQRX 60254 T’ to ’ wagon ‘NKQX 60254 E’.

NQRX 60255

26.02.1990 Reclassified from wagon ‘NQRX 60255 F’ to ’ wagon ‘NKQX 60255 N’.

NQRX 60256

05.03.1990 Reclassified from wagon ‘NQRX 60256 Y’ to ’ wagon ‘NKQX 60256 W’.

NQRX 60257

20.11.1989 Repair ‘WHEEL SET’.
04.02.1990 Reclassified from wagon ‘NQRX 60257 A’ to ’ wagon ‘NKQX 60257 X’.

NQRX 60258

19.03.1990 Reclassified from wagon ‘NQRX 60258 J’ to ’ wagon ‘NKQX 60258 R’.

NQRX 60259

29.04.1990 Reclassified from wagon ‘NQRX 60259 S’ to ’ wagon ‘NKQX 60259 D’.

NQRX 60260

04.04.1990 Reclassified from wagon ‘NQRX 60260 Y’ to ’ wagon ‘NKQX 60260 W’.

NQRX 60261

19.03.1990 Reclassified from wagon ‘NQRX 60261 A’ to ’ wagon ‘NKQX 60261 X’.
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NQRX 60262

25.10.1989 Repair ‘END BRAKE COCK’.
25.10.1989 Repair ‘END HOSE’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Reclassified from wagon ‘NQRX 60262 J’ to ’ wagon ‘NKQX 60262 R’.

NQRX 60263

22.01.1990 Reclassified from wagon ‘NQRX 60263 S’ to ’ wagon ‘NKQX 60263 D’.

NQRX 60264

21.05.1990 Reclassified from wagon ‘NQRX 60264 E’ to ’ wagon ‘NKQX 60264 M’.

NQRX 60265

21.05.1990 Reclassified from wagon ‘NQRX 60265 N’ to ’ wagon ‘NKQX 60265 V’.

NQRX 60266

07.07.1989 Reclassified from wagon ‘NQRX 60266 W’ to ’ wagon ‘NKQX 60266 H’.

NQRX 60267

22.03.1990 Reclassified from wagon ‘NQRX 60267 X’ to ’ wagon ‘NKQX 60267 Q’.

NQRX 60268

25.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1990 Repair ‘TRAIN PIPE (END)’.
14.04.1990 Reclassified from wagon ‘NQRX 60268 R’ to ’ wagon ‘NKQX 60268 C’.

NQRX 60269

27.03.1990 Reclassified from wagon ‘NQRX 60269 D’ to ’ wagon ‘NKQX 60269 L’.

NQRX 60270

21.05.1990 Reclassified from wagon ‘NQRX 60270 W’ to ’ wagon ‘NKQX 60270 H’.

NQRX 60271

05.03.1990 Reclassified from wagon ‘NQRX 60271 X’ to ’ wagon ‘NKQX 60271 Q’.
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NQRX 60272

24.11.1989 Reclassified from wagon ‘NQRX 60272 R’ to ’ wagon ‘NKQX 60272 C’.

NQRX 60274

24.03.1990 Reclassified from wagon ‘NQRX 60274 M’ to ’ wagon ‘NKQX 60274 U’.

NQRX 60420

05.02.1990 Reclassified from wagon ‘NQRX 60420 T’ to ’ wagon ‘NKQX 60420 E’.

NQRX 60421

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRAKE CONTROL PIPE’.
02.02.1990 Repair ‘BRANCH PIPE’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Repair ‘TRAIN PIPE’.
31.03.1990 Reclassified from wagon ‘NQRX 60421 F’ to ’ wagon ‘NKQX 60421 N’.

NQRX 60422

21.01.1990 Reclassified from wagon ‘NQRX 60422 Y’ to ’ wagon ‘NKQX 60422 W’.

NQRX 60423

26.02.1990 Reclassified from wagon ‘NQRX 60423 A’ to ’ wagon ‘NKQX 60423 X’.

NQRX 60424

14.04.1990 Reclassified from wagon ‘NQRX 60424 J’ to ’ wagon ‘NKQX 60424 R’.

NQRY 60425

04.02.1990 Reclassified from wagon ‘NQRY 60425 W’ to ’ wagon ‘NKQX 60425 D’.

2.507 Wagon classification starting with ‘NQS’

NQSF 34801

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘WHEEL SET’.
14.09.1989 Repair ‘WHEEL SET’.
20.08.1990 Repair ‘HANDRAILS’.
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NQSF 34809

07.12.1989 Repair ‘HANDBRAKE HANDLE’.
09.12.1989 Repair ‘HANDRAILS’.
17.12.1989 Repair ‘END HOSE’.
04.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.

NQSF 34810

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘WHEEL SET’.
12.06.1990 Repair ‘WHEEL SET’.

NQSF 34814

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.

NQSF 34815

23.02.1991 Repair ‘HANDRAILS’.

NQSF 34816

28.12.1989 Repair ‘SIDE STEP’.

NQSF 34820

27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘VEHICLE COMPLETE’.

NQSF 34822

09.05.1990 Repair ‘HANDRAILS’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘WHEEL SET’.
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRAKE PULL ROD’.

NQSF 34823

25.03.1991 Repair ‘HANDBRAKE HANDLE’.
25.03.1991 Repair ‘HANDRAILS’.
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25.03.1991 Repair ‘HANDRAILS’.

NQSF 34826

16.12.1989 Repair ‘SIDE STEP’.

NQSF 34834

12.10.1989 Repair ‘END HOSE’.

NQSF 34836

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘HANDRAILS’.
11.12.1989 Repair ‘SIDE STEP’.
14.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE SPRING’.
29.01.1991 Repair ‘BRAKE CONTROL PIPE’.
29.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.01.1991 Repair ‘SIDE BEARER’.
29.01.1991 Repair ‘TRAIN PIPE (END)’.
29.01.1991 Repair ‘TRAIN PIPE’.

NQSF 34837

16.05.1990 Repair ‘EMPTY LOAD VALVE’.
16.05.1990 Repair ‘HANDRAILS’.

NQSF 34840

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

NQSF 34847

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘END BRAKE COCK’.
11.12.1989 Repair ‘END HOSE’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Repair ‘TRAIN PIPE’.
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NQSF 34848

22.09.1990 Repair ‘HANDRAILS’.

NQSF 34849

12.03.1990 Repair ‘HANDRAILS’.
12.03.1990 Repair ‘SIDE STEP’.

NQSF 34853

Details: wagon ‘NQSF 34853 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 36 tonnes

NQSF 34855

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

NQSF 34857

01.12.1990 Repair ‘HANDRAILS’.

NQSF 34863

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.

NQSF 34865

01.08.1989 Repair ‘END HOSE’.
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NQSF 34868

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE SPRING’.
14.05.1990 Repair ‘VEHICLE COMPLETE’.

NQSF 34870

22.02.1991 Repair ‘HANDRAILS’.
25.03.1991 Repair ‘HANDRAILS’.

NQSF 34873

12.03.1990 Repair ‘HANDRAILS’.

NQSF 34898

Details: wagon ‘NQSF 34898 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 36 tonnes

NQSF 34903

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.

NQSF 34908

06.02.1990 Repair ‘HANDRAILS’.

NQSF 34911

04.03.1991 Repair ‘HANDRAILS’.

NQSF 34917

05.04.1990 Repair ‘HANDRAILS’.
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NQSY 14961

31.12.1991 Repair ‘VEHICLE RECLASSIFY’.
31.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14961 U’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘WHEEL SET’.
16.12.1994 Reclassified from wagon ‘NQSY 14961 J’ to ’ wagon ‘RQSY 14961 N’.

NQSY 14962

26.02.1993 Reclassified from wagon ‘NQSY 14962 S’ to ’ wagon ‘NQBY 14962 N’.
16.06.1994 Reclassified from wagon ‘NQSY 14962 S’ to ’ wagon ‘RQSY 14962 W’.

NQSY 14963

22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14963 P’
21.03.1992 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘WHEEL SET’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.06.1994 Reclassified from wagon ‘NQSY 14963 E’ to ’ wagon ‘RQSY 14963 X’.

NQSY 14964

06.02.1992 Repair ‘VEHICLE RECLASSIFY’.
06.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14964 B’
28.07.1993 Repair ‘SIDE STEP’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Reclassified from wagon ‘NQSY 14964 N’ to ’ wagon ‘RQGY 14964 E’.

NQSY 14965

31.08.1990 Repair ‘VEHICLE RECLASSIFY’.
31.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14965 K’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘WHEEL SET’.
13.04.1994 Reclassified from wagon ‘NQSY 14965 W’ to ’ wagon ‘RQSY 14965 D’.

NQSY 14974

15.08.1990 Repair ‘VEHICLE RECLASSIFY’.
15.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14974 J’
13.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.08.1993 Repair ‘TWIST LOCK’.
27.08.1994 Reclassified from wagon ‘NQSY 14974 V’ to ’ wagon ‘RQSY 14974 C’.

NQSY 14978

22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 14978 W’
04.07.1992 Repair ‘SIDE STEP’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘WHEEL SET’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘WHEEL SET’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Reclassified from wagon ‘NQSY 14978 L’ to ’ wagon ‘RQSY 14978 P’.

NQSY 15003

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15003 C’
16.11.1991 Repair ‘HANDRAILS’.
18.10.1992 Reclassified from wagon ‘NQSY 15003 Y’ to ’ wagon ‘NQBY 15003 J’.

NQSY 15006

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15006 G’
14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15006 N’

NQSY 15007

25.05.1991 Repair ‘VEHICLE RECLASSIFY’.
25.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15007 P’
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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21.03.1992 Reclassified from wagon ‘NQSY 15007 E’ to ’ wagon ‘NQBY 15007 W’.

NQSY 15008

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15008 B’
25.07.1992 Reclassified from wagon ‘NQSY 15008 N’ to ’ wagon ‘NQBY 15008 X’.

NQSY 15009

14.03.1991 Repair ‘VEHICLE RECLASSIFY’.
14.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15009 K’
08.11.1992 Reclassified from wagon ‘NQSY 15009 W’ to ’ wagon ‘NQBY 15009 R’.

NQSY 15012

21.03.1991 Repair ‘VEHICLE RECLASSIFY’.
21.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15012 B’
28.05.1993 Repair ‘SIDE STEP’.
16.09.1993 Reclassified from wagon ‘NQSY 15012 N’ to ’ wagon ‘NQBY 15012 X’.

NQSY 15013

14.04.1991 Repair ‘VEHICLE RECLASSIFY’.
14.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15013 K’
27.10.1992 Reclassified from wagon ‘NQSY 15013 W’ to ’ wagon ‘NQBY 15013 R’.

NQSY 15014

07.09.1991 Repair ‘VEHICLE RECLASSIFY’.
07.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15014 T’
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘HANDRAILS’.
17.02.1994 Reclassified from wagon ‘NQSY 15014 X’ to ’ wagon ‘NQBY 15014 D’.

NQSY 15015

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15015 F’
20.03.1993 Reclassified from wagon ‘NQSY 15015 R’ to ’ wagon ‘NQBY 15015 M’.

NQSY 15016

18.05.1991 Repair ‘VEHICLE RECLASSIFY’.
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18.05.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 15016 Y’

29.05.1991 Reclassified from wagon ‘NQSY 15016 D’ to ’ wagon ‘NQOY 15016 Y’.
12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15016 Y’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Reclassified from wagon ‘NQSY 15016 D’ to ’ wagon ‘NQBY 15016 V’.

NQSY 15019

30.11.1991 Repair ‘VEHICLE RECLASSIFY’.
30.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15019 S’
20.11.1992 Reclassified from wagon ‘NQSY 15019 H’ to ’ wagon ‘NQBY 15019 C’.

NQSY 15020

28.03.1991 Repair ‘VEHICLE RECLASSIFY’.
28.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15020 Y’
03.04.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘BOGIE WEAR PLATES’.
17.08.1991 Repair ‘HANDRAILS’.
02.12.1991 Repair ‘HANDRAILS’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BRAKE PULL ROD’.
02.05.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Reclassified from wagon ‘NQSY 15020 D’ to ’ wagon ‘NQBY 15020 V’.

NQSY 15021

08.02.1992 Repair ‘VEHICLE RECLASSIFY’.
08.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15021 A’
11.02.1993 Reclassified from wagon ‘NQSY 15021 M’ to ’ wagon ‘NQBY 15021 H’.

NQSY 15022

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15022 J’
16.09.1993 Reclassified from wagon ‘NQSY 15022 V’ to ’ wagon ‘NQBY 15022 Q’.

NQSY 15024

21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
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21.08.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 15024 E’

26.06.1992 Reclassified from wagon ‘NQSY 15024 Q’ to ’ wagon ‘NQBY 15024 L’.

NQSY 15026

01.11.1990 Repair ‘VEHICLE RECLASSIFY’.
01.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15026 W’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BRAKE PULL ROD’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BRAKE PULL ROD’.
02.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘END HOSE’.
02.04.1993 Repair ‘WHEEL SET’.
12.06.1993 Reclassified from wagon ‘NQSY 15026 L’ to ’ wagon ‘NQBY 15026 G’.

NQSY 15031

18.10.1991 Repair ‘VEHICLE RECLASSIFY’.
18.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15031 X’
15.03.1993 Repair ‘BRAKE PULL ROD’.
22.02.1994 Reclassified from wagon ‘NQSY 15031 U’ to ’ wagon ‘NQBY 15031 P’.

NQSY 15032

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15032 R’
15.10.1992 Reclassified from wagon ‘NQSY 15032 G’ to ’ wagon ‘NQBY 15032 B’.
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NQSY 15038

04.04.1990 Repair ‘VEHICLE RECLASSIFY’.
04.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15038 C’
24.03.1992 Reclassified from wagon ‘NQSY 15038 Y’ to ’ wagon ‘NQBY 15038 J’.

NQSY 15039

24.11.1990 Repair ‘VEHICLE RECLASSIFY’.
24.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15039 L’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘WHEEL SET’.
03.10.1992 Reclassified from wagon ‘NQSY 15039 A’ to ’ wagon ‘NQBY 15039 S’.

NQSY 15040

19.10.1991 Repair ‘VEHICLE RECLASSIFY’.
19.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15040 H’
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 15040 T’ to ’ wagon ‘RQSY 15040 A’.

NQSY 15044

28.11.1990 Repair ‘VEHICLE RECLASSIFY’.
28.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15044 U’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Repair ‘WHEEL SET’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘SIDE STEP’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQSY 15044 J’ to ’ wagon ‘RQSY 15044 N’.

NQSY 15045

01.11.1990 Repair ‘VEHICLE RECLASSIFY’.
01.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15045 G’
05.12.1990 Repair ‘SIDE STEP’.
01.10.1992 Reclassified from wagon ‘NQSY 15045 S’ to ’ wagon ‘NQBY 15045 N’.
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NQSY 15048

06.06.1991 Repair ‘VEHICLE RECLASSIFY’.
06.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15048 K’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Repair ‘WHEEL SET’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BRAKE PULL ROD’.
12.03.1992 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.10.1993 Reclassified from wagon ‘NQSY 15048 W’ to ’ wagon ‘NQBY 15048 R’.

NQSY 15049

12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15049 T’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘WHEEL SET’.
05.11.1992 Reclassified from wagon ‘NQSY 15049 X’ to ’ wagon ‘NQBY 15049 D’.

NQSY 15051

20.02.1991 Repair ‘VEHICLE RECLASSIFY’.
20.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15051 B’
14.09.1992 Reclassified from wagon ‘NQSY 15051 N’ to ’ wagon ‘NQBY 15051 X’.

NQSY 15053

29.02.1992 Repair ‘VEHICLE RECLASSIFY’.
29.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 15053 T’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘WHEEL SET’.
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

10573



2. TIMS GROUP INFORMATION - WAGONS

05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘EMPTY LOAD VALVE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘WHEEL SET’.
06.08.1992 Reclassified from wagon ‘NQSY 15053 X’ to ’ wagon ‘NQBY 15053 D’.

NQSY 20533

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20533 W’
26.11.1991 Reclassified from wagon ‘NQSY 20533 C’ to ’ wagon ‘NODY 20533 W’.

NQSY 34301

17.09.1991 Repair ‘VEHICLE RECLASSIFY’.
17.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34301 J’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘WHEEL SET’.
19.02.1993 Repair ‘WHEEL SET’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘WHEEL SET’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQSY 34301 V’ to ’ wagon ‘RQSY 34301 C’.

NQSY 34302

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34302 S’
11.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1993 Repair ‘SIDE STEP’.
27.08.1994 Reclassified from wagon ‘NQSY 34302 H’ to ’ wagon ‘RQSY 34302 L’.

NQSY 34303

27.06.1991 Repair ‘VEHICLE RECLASSIFY’.
27.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34303 E’
07.11.1992 Repair ‘SIDE STEP’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Reclassified from wagon ‘NQSY 34303 Q’ to ’ wagon ‘RQSY 34303 U’.

NQSY 34304

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34304 N’
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04.05.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Reclassified from wagon ‘NQSY 34304 C’ to ’ wagon ‘RQSY 34304 G’.

NQSY 34305

22.10.1991 Repair ‘VEHICLE RECLASSIFY’.
22.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34305 W’
03.09.1992 Repair ‘SIDE STEP’.
21.06.1993 Repair ‘SIDE STEP’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Reclassified from wagon ‘NQSY 34305 L’ to ’ wagon ‘RQSY 34305 P’.

NQSY 34306

20.06.1991 Repair ‘VEHICLE RECLASSIFY’.
20.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34306 X’
28.05.1993 Repair ‘SIDE STEP’.
05.07.1994 Reclassified from wagon ‘NQSY 34306 U’ to ’ wagon ‘RQGY 34306 L’.

NQSY 34307

06.08.1991 Repair ‘VEHICLE RECLASSIFY’.
06.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34307 R’
13.09.1991 Repair ‘BOGIE WEAR PLATES’.
02.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘WHEEL SET’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Reclassified from wagon ‘NQSY 34307 G’ to ’ wagon ‘RQSY 34307 K’.

NQSY 34308

31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34308 D’
03.04.1991 Repair ‘BRAKE PULL ROD’.
16.12.1992 Repair ‘SIDE STEP’.
30.04.1993 Repair ‘HANDRAILS’.
01.11.1993 Repair ‘SIDE STEP’.
10.10.1994 Reclassified from wagon ‘NQSY 34308 P’ to ’ wagon ‘RQSY 34308 T’.

NQSY 34309

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34309 M’
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14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘COUPLER KNUCKLE’.
14.03.1992 Repair ‘EMPTY LOAD VALVE’.
14.03.1992 Repair ‘GRADE CONTROL VALVE’.
14.03.1992 Repair ‘WHEEL SET’.
20.02.1994 Repair ‘COUPLER KNUCKLE’.
01.11.1994 Reclassified from wagon ‘NQSY 34309 B’ to ’ wagon ‘RQSY 34309 F’.

NQSY 34310

31.08.1990 Repair ‘VEHICLE RECLASSIFY’.
31.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34310 X’
27.12.1991 Repair ‘SIDE STEP’.
03.07.1992 Repair ‘SIDE STEP’.
24.10.1992 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NQSY 34310 U’ to ’ wagon ‘RQSY 34310 B’.

NQSY 34311

10.08.1991 Repair ‘VEHICLE RECLASSIFY’.
10.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34311 R’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘WHEEL SET’.
22.05.1993 Repair ‘SIDE STEP’.
28.11.1994 Reclassified from wagon ‘NQSY 34311 G’ to ’ wagon ‘RQSY 34311 K’.

NQSY 34312

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34312 D’
25.07.1994 Reclassified from wagon ‘NQSY 34312 P’ to ’ wagon ‘RQSY 34312 T’.

NQSY 34313

07.10.1990 Repair ‘VEHICLE RECLASSIFY’.
07.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34313 M’
15.01.1991 Repair ‘BRAKE PULL ROD’.
13.06.1994 Reclassified from wagon ‘NQSY 34313 B’ to ’ wagon ‘RQSY 34313 F’.

NQSY 34314

28.09.1990 Repair ‘VEHICLE RECLASSIFY’.
28.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34314 V’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
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14.10.1994 Reclassified from wagon ‘NQSY 34314 K’ to ’ wagon ‘RQSY 34314 Y’.

NQSY 34315

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34315 H’
16.07.1992 Repair ‘SIDE STEP’.
06.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1993 Repair ‘BOGIE BEARINGS’.
22.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Repair ‘END HOSE’.
15.08.1994 Reclassified from wagon ‘NQSY 34315 T’ to ’ wagon ‘RQSY 34315 A’.

NQSY 34316

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34316 Q’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Reclassified from wagon ‘NQSY 34316 F’ to ’ wagon ‘RQSY 34316 J’.

NQSY 34317

Details: wagon ‘NQSY 34317 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34317 C
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes
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08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34317 C’

NQSY 34318

03.08.1991 Repair ‘VEHICLE RECLASSIFY’.
03.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34318 L’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘HANDRAILS END’.
08.10.1991 Repair ‘WHEEL SET’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARINGS’.
19.08.1992 Repair ‘WHEEL SET’.
20.06.1994 Reclassified from wagon ‘NQSY 34318 A’ to ’ wagon ‘RQSY 34318 E’.

NQSY 34319

28.04.1991 Repair ‘VEHICLE RECLASSIFY’.
28.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34319 U’
02.11.1993 Repair ‘TWIST LOCK’.
14.06.1994 Reclassified from wagon ‘NQSY 34319 J’ to ’ wagon ‘RQSY 34319 N’.

NQSY 34320

30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34320 Q’
25.02.1993 Repair ‘SIDE STEP’.
02.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1994 Reclassified from wagon ‘NQSY 34320 F’ to ’ wagon ‘RQSY 34320 J’.

NQSY 34321

18.05.1991 Repair ‘VEHICLE RECLASSIFY’.
18.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34321 C’
01.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1993 Repair ‘BRAKE PIN’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Reclassified from wagon ‘NQSY 34321 Y’ to ’ wagon ‘RQGY 34321 F’.

NQSY 34322

29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
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29.05.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34322 L’

18.02.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Reclassified from wagon ‘NQSY 34322 A’ to ’ wagon ‘RQGY 34322 Y’.

NQSY 34323

23.05.1991 Repair ‘VEHICLE RECLASSIFY’.
23.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34323 U’
18.10.1993 Repair ‘HANDBRAKE HANDLE’.
08.12.1993 Repair ‘SIDE STEP’.
12.11.1994 Reclassified from wagon ‘NQSY 34323 J’ to ’ wagon ‘RQSY 34323 N’.

NQSY 34324

20.08.1991 Repair ‘VEHICLE RECLASSIFY’.
20.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34324 G’
08.08.1992 Repair ‘SIDE STEP’.
15.08.1994 Reclassified from wagon ‘NQSY 34324 S’ to ’ wagon ‘RQSY 34324 W’.

NQSY 34325

21.05.1991 Repair ‘VEHICLE RECLASSIFY’.
21.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34325 P’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘WHEEL SET’.
12.10.1993 Repair ‘STEP’.
13.06.1994 Reclassified from wagon ‘NQSY 34325 E’ to ’ wagon ‘RQSY 34325 X’.

NQSY 34326

28.02.1991 Repair ‘VEHICLE RECLASSIFY’.
28.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34326 B’
25.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.03.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQSY 34326 N’ to ’ wagon ‘RQSY 34326 R’.

NQSY 34327

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34327 K’
12.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
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05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Reclassified from wagon ‘NQSY 34327 W’ to ’ wagon ‘RQSY 34327 D’.

NQSY 34328

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34328 T’
11.12.1993 Repair ‘SIDE STEP’.
29.09.1994 Reclassified from wagon ‘NQSY 34328 X’ to ’ wagon ‘RQSY 34328 M’.

NQSY 34329

17.07.1991 Repair ‘VEHICLE RECLASSIFY’.
17.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34329 F’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘WHEEL SET’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34329 R’ to ’ wagon ‘RQSY 34329 V’.

NQSY 34330

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34330 B’
12.10.1992 Repair ‘SIDE STEP’.
05.07.1994 Reclassified from wagon ‘NQSY 34330 N’ to ’ wagon ‘RQSY 34330 R’.

NQSY 34331

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34331 K’
16.01.1992 Repair ‘SIDE STEP’.
30.11.1994 Reclassified from wagon ‘NQSY 34331 W’ to ’ wagon ‘RQSY 34331 D’.

NQSY 34332

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34332 T’
26.06.1994 Reclassified from wagon ‘NQSY 34332 X’ to ’ wagon ‘RQSY 34332 M’.

NQSY 34333

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34333 F’
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13.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Reclassified from wagon ‘NQSY 34333 R’ to ’ wagon ‘RQSY 34333 V’.

NQSY 34334

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34334 Y’
08.05.1992 Repair ‘SIDE STEP’.
09.10.1992 Repair ‘SIDE STEP’.
26.02.1993 Repair ‘SIDE STEP’.
15.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Reclassified from wagon ‘NQSY 34334 D’ to ’ wagon ‘RQSY 34334 H’.

NQSY 34335

25.05.1991 Repair ‘VEHICLE RECLASSIFY’.
25.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34335 A’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1994 Reclassified from wagon ‘NQSY 34335 M’ to ’ wagon ‘RQSY 34335 Q’.

NQSY 34336

18.05.1991 Repair ‘VEHICLE RECLASSIFY’.
18.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34336 J’
09.08.1991 Repair ‘SIDE STEP’.
20.09.1994 Reclassified from wagon ‘NQSY 34336 V’ to ’ wagon ‘RQSY 34336 C’.

NQSY 34337

23.04.1991 Repair ‘VEHICLE RECLASSIFY’.
23.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34337 S’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘EMPTY LOAD VALVE’.
05.01.1993 Repair ‘GRADE CONTROL VALVE’.
05.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1994 Reclassified from wagon ‘NQSY 34337 H’ to ’ wagon ‘RQSY 34337 L’.
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NQSY 34338

Details: wagon ‘NQSY 34338 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34338E
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34338 E’

NQSY 34339

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34339 N’
31.08.1994 Reclassified from wagon ‘NQSY 34339 C’ to ’ wagon ‘RQSY 34339 G’.

NQSY 34340

24.03.1991 Repair ‘VEHICLE RECLASSIFY’.
24.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34340 J’
23.10.1992 Repair ‘SIDE STEP’.
12.02.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Reclassified from wagon ‘NQSY 34340 V’ to ’ wagon ‘RQSY 34340 C’.

NQSY 34341

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34341 S’
03.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.06.1994 Reclassified from wagon ‘NQSY 34341 H’ to ’ wagon ‘RQSY 34341 L’.

NQSY 34342

14.03.1991 Repair ‘VEHICLE RECLASSIFY’.
14.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34342 E’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
23.03.1992 Repair ‘BRAKE PULL ROD’.
09.09.1994 Reclassified from wagon ‘NQSY 34342 Q’ to ’ wagon ‘RQSY 34342 U’.

NQSY 34343

15.04.1991 Repair ‘VEHICLE RECLASSIFY’.
15.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34343 N’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘BOGIE SIDEFRAME’.
31.05.1993 Repair ‘AXLEBOX’.
27.06.1994 Reclassified from wagon ‘NQSY 34343 C’ to ’ wagon ‘RQSY 34343 G’.

NQSY 34344

10.07.1991 Repair ‘VEHICLE RECLASSIFY’.
10.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34344 W’
12.07.1993 Repair ‘HANDBRAKE HANDLE’.
06.09.1994 Reclassified from wagon ‘NQSY 34344 L’ to ’ wagon ‘RQSY 34344 P’.

NQSY 34345

30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34345 X’
01.07.1994 Reclassified from wagon ‘NQSY 34345 U’ to ’ wagon ‘RQSY 34345 B’.

NQSY 34346

04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34346 R’
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28.09.1994 Reclassified from wagon ‘NQSY 34346 G’ to ’ wagon ‘RQSY 34346 K’.

NQSY 34347

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34347 D’
11.01.1993 Repair ‘SIDE STEP’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘AXLEBOX’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
15.08.1994 Reclassified from wagon ‘NQSY 34347 P’ to ’ wagon ‘RQSY 34347 T’.

NQSY 34348

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34348 M’
11.03.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘WHEEL SET’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘WHEEL SET’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Reclassified from wagon ‘NQSY 34348 B’ to ’ wagon ‘RQSY 34348 F’.

NQSY 34349

02.06.1991 Repair ‘VEHICLE RECLASSIFY’.
02.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34349 V’
08.11.1991 Repair ‘END HOSE’.
30.06.1993 Repair ‘TWIST LOCK’.
26.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQSY 34349 K’ to ’ wagon ‘RQSY 34349 Y’.

NQSY 34350

12.03.1991 Repair ‘VEHICLE RECLASSIFY’.
12.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34350 R’
27.08.1994 Reclassified from wagon ‘NQSY 34350 G’ to ’ wagon ‘RQSY 34350 K’.

NQSY 34351

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34351 D’

10584



2.507. Wagon classification starting with ‘NQS’

24.08.1991 Repair ‘HANDBRAKE HANDLE’.
29.07.1994 Reclassified from wagon ‘NQSY 34351 P’ to ’ wagon ‘RQGY 34351 G’.

NQSY 34352

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34352 M’
04.04.1992 Repair ‘SIDE STEP’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘WHEEL SET’.
14.10.1994 Reclassified from wagon ‘NQSY 34352 B’ to ’ wagon ‘RQSY 34352 F’.

NQSY 34353

03.08.1991 Repair ‘VEHICLE RECLASSIFY’.
03.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34353 V’
07.08.1994 Reclassified from wagon ‘NQSY 34353 K’ to ’ wagon ‘RQSY 34353 Y’.

NQSY 34354

04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34354 H’
27.01.1992 Repair ‘SIDE STEP’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘WHEEL SET’.
25.07.1994 Reclassified from wagon ‘NQSY 34354 T’ to ’ wagon ‘RQSY 34354 A’.

NQSY 34355

04.01.1991 Repair ‘VEHICLE RECLASSIFY’.
04.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34355 Q’
19.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Repair ‘WHEEL SET’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
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10.11.1994 Reclassified from wagon ‘NQSY 34355 F’ to ’ wagon ‘RQSY 34355 J’.

NQSY 34356

15.12.1990 Repair ‘VEHICLE RECLASSIFY’.
15.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34356 C’
21.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1992 Repair ‘SIDE STEP’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘WHEEL SET’.
22.11.1994 Reclassified from wagon ‘NQSY 34356 Y’ to ’ wagon ‘RQSY 34356 S’.

NQSY 34357

20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34357 L’
01.05.1991 Repair ‘STEP’.
30.03.1992 Repair ‘HANDRAILS’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.06.1994 Reclassified from wagon ‘NQSY 34357 A’ to ’ wagon ‘RQSY 34357 E’.

NQSY 34358

29.12.1990 Repair ‘VEHICLE RECLASSIFY’.
29.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34358 U’
18.09.1993 Repair ‘SIDE STEP’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Reclassified from wagon ‘NQSY 34358 J’ to ’ wagon ‘RQSY 34358 N’.

NQSY 34359

18.04.1991 Repair ‘VEHICLE RECLASSIFY’.
18.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34359 G’
05.02.1994 Repair ‘YOKE CARRIER’.
09.09.1994 Reclassified from wagon ‘NQSY 34359 S’ to ’ wagon ‘RQSY 34359 W’.

NQSY 34360

30.04.1991 Repair ‘VEHICLE RECLASSIFY’.
30.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34360 C’
27.02.1993 Repair ‘SIDE STEP’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.01.1994 Repair ‘COUPLER KNUCKLE’.
29.12.1994 Reclassified from wagon ‘NQSY 34360 Y’ to ’ wagon ‘RQSY 34360 S’.

NQSY 34361

18.01.1991 Repair ‘VEHICLE RECLASSIFY’.
18.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34361 L’
03.09.1992 Repair ‘SIDE STEP’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Reclassified from wagon ‘NQSY 34361 A’ to ’ wagon ‘RQGY 34361 Y’.

NQSY 34362

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34362 U’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Reclassified from wagon ‘NQSY 34362 J’ to ’ wagon ‘RQSY 34362 N’.

NQSY 34363

01.02.1992 Repair ‘VEHICLE RECLASSIFY’.
01.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34363 G’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘WHEEL SET’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Reclassified from wagon ‘NQSY 34363 S’ to ’ wagon ‘RQSY 34363 W’.

NQSY 34364

16.11.1991 Repair ‘VEHICLE RECLASSIFY’.
16.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34364 P’
15.06.1994 Reclassified from wagon ‘NQSY 34364 E’ to ’ wagon ‘RQSY 34364 X’.

NQSY 34365

05.03.1991 Repair ‘VEHICLE RECLASSIFY’.
05.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34365 B’
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13.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Reclassified from wagon ‘NQSY 34365 N’ to ’ wagon ‘RQSY 34365 R’.

NQSY 34366

11.01.1992 Repair ‘VEHICLE RECLASSIFY’.
11.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34366 K’
05.04.1993 Repair ‘BOGIE SIDEFRAME’.
28.09.1994 Reclassified from wagon ‘NQSY 34366 W’ to ’ wagon ‘RQSY 34366 D’.

NQSY 34367

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34367 T’
16.10.1992 Repair ‘SIDE STEP’.
14.06.1994 Reclassified from wagon ‘NQSY 34367 X’ to ’ wagon ‘RQSY 34367 M’.

NQSY 34368

12.03.1991 Repair ‘VEHICLE RECLASSIFY’.
12.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34368 F’
20.02.1993 Repair ‘SIDE STEP’.
20.02.1993 Repair ‘SIDE STEP’.
15.10.1993 Repair ‘SIDE STEP’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Reclassified from wagon ‘NQSY 34368 R’ to ’ wagon ‘RQSY 34368 V’.

NQSY 34369

26.09.1990 Repair ‘VEHICLE RECLASSIFY’.
26.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34369 Y’
06.01.1992 Repair ‘SIDE STEP’.
22.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1994 Reclassified from wagon ‘NQSY 34369 D’ to ’ wagon ‘RQSY 34369 H’.

NQSY 34370

28.02.1991 Repair ‘VEHICLE RECLASSIFY’.
28.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34370 K’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQSY 34370 W’ to ’ wagon ‘RQSY 34370 D’.
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NQSY 34371

18.05.1991 Repair ‘VEHICLE RECLASSIFY’.
18.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34371 T’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NQSY 34371 X’ to ’ wagon ‘RQSY 34371 M’.

NQSY 34372

21.09.1990 Repair ‘VEHICLE RECLASSIFY’.
21.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34477 L’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘CARD OR CLIP HOLDER’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Repair ‘SIDE STEP’.
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Repair ‘WHEEL SET’.
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘WHEEL SET’.
24.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.06.1994 Reclassified from wagon ‘NQSY 34372 R’ to ’ wagon ‘RQSY 34372 V’.

NQSY 34373

28.09.1991 Repair ‘VEHICLE RECLASSIFY’.
28.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34373 Y’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34373 D’ to ’ wagon ‘RQSY 34373 H’.

NQSY 34374

03.09.1991 Repair ‘VEHICLE RECLASSIFY’.
03.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34374 A’
29.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1992 Repair ‘STEP’.
21.06.1994 Reclassified from wagon ‘NQSY 34374 M’ to ’ wagon ‘RQSY 34374 Q’.
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NQSY 34375

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34375 J’
09.10.1993 Repair ‘SIDE STEP’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Reclassified from wagon ‘NQSY 34375 V’ to ’ wagon ‘RQSY 34375 C’.

NQSY 34376

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34376 S’
14.06.1994 Reclassified from wagon ‘NQSY 34376 H’ to ’ wagon ‘RQSY 34376 L’.

NQSY 34377

02.07.1991 Repair ‘VEHICLE RECLASSIFY’.
02.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34377 E’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Reclassified from wagon ‘NQSY 34377 Q’ to ’ wagon ‘RQSY 34377 U’.

NQSY 34378

25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34378 N’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘TRAIN PIPE (END)’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
09.04.1992 Repair ‘SIDE STEP’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Repair ‘SIDE STEP’.
06.10.1994 Reclassified from wagon ‘NQSY 34378 C’ to ’ wagon ‘RQSY 34378 G’.

NQSY 34379

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34379 W’
01.12.1990 Repair ‘BRAKE BLOCK RB95’.
29.07.1994 Reclassified from wagon ‘NQSY 34379 L’ to ’ wagon ‘RQGY 34379 C’.

NQSY 34380

11.07.1991 Repair ‘VEHICLE RECLASSIFY’.
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11.07.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34380 S’

29.01.1993 Repair ‘TWIST LOCK’.
14.06.1994 Reclassified from wagon ‘NQSY 34380 H’ to ’ wagon ‘RQSY 34380 L’.

NQSY 34381

14.09.1994 Reclassified from wagon ‘NQSY 34381 Q’ to ’ wagon ‘RQSY 34381 U’.

NQSY 34382

26.10.1991 Repair ‘VEHICLE RECLASSIFY’.
26.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34382 N’
24.03.1993 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NQSY 34382 C’ to ’ wagon ‘RQSY 34382 G’.

NQSY 34383

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34383 W’
10.03.1993 Repair ‘SIDE STEP’.
10.03.1993 Repair ‘SIDE STEP’.
06.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1994 Reclassified from wagon ‘NQSY 34383 L’ to ’ wagon ‘RQSY 34383 P’.

NQSY 34384

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34384 X’
11.01.1993 Repair ‘SIDE STEP’.
11.01.1993 Repair ‘SIDE STEP’.
15.06.1994 Reclassified from wagon ‘NQSY 34384 U’ to ’ wagon ‘RQSY 34384 B’.

NQSY 34385

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34385 R’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Repair ‘SIDE STEP’.
22.10.1993 Repair ‘SIDE STEP’.
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Reclassified from wagon ‘NQSY 34385 G’ to ’ wagon ‘RQSY 34385 K’.
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NQSY 34386

30.10.1990 Repair ‘VEHICLE RECLASSIFY’.
30.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34386 D’
15.06.1994 Reclassified from wagon ‘NQSY 34386 P’ to ’ wagon ‘RQSY 34386 T’.

NQSY 34387

22.02.1992 Repair ‘VEHICLE RECLASSIFY’.
22.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34387 M’
07.08.1994 Reclassified from wagon ‘NQSY 34387 B’ to ’ wagon ‘RQSY 34387 F’.

NQSY 34388

28.03.1992 Repair ‘VEHICLE RECLASSIFY’.
28.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34388 V’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Reclassified from wagon ‘NQSY 34388 K’ to ’ wagon ‘RQSY 34388 Y’.

NQSY 34389

30.08.1991 Repair ‘VEHICLE RECLASSIFY’.
30.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34389 H’
19.11.1992 Repair ‘SIDE STEP’.
14.06.1994 Reclassified from wagon ‘NQSY 34389 T’ to ’ wagon ‘RQSY 34389 A’.

NQSY 34390

20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34390 D’
11.12.1993 Repair ‘SIDE STEP’.
28.07.1994 Reclassified from wagon ‘NQSY 34390 P’ to ’ wagon ‘RQSY 34390 T’.

NQSY 34391

18.11.1991 Repair ‘VEHICLE RECLASSIFY’.
18.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34391 M’
27.12.1991 Repair ‘SIDE STEP’.
19.03.1993 Repair ‘SIDE STEP’.
11.06.1994 Reclassified from wagon ‘NQSY 34391 B’ to ’ wagon ‘RQSY 34391 F’.

NQSY 34392

16.09.1990 Repair ‘VEHICLE RECLASSIFY’.
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16.09.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34392 V’

11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
16.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1994 Reclassified from wagon ‘NQSY 34392 K’ to ’ wagon ‘RQSY 34392 Y’.

NQSY 34393

15.08.1991 Repair ‘VEHICLE RECLASSIFY’.
15.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34393 H’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘HANDBRAKE HANDLE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘WHEEL SET’.
13.06.1994 Reclassified from wagon ‘NQSY 34393 T’ to ’ wagon ‘RQSY 34393 A’.

NQSY 34394

14.09.1990 Repair ‘VEHICLE RECLASSIFY’.
14.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34394 Q’
09.01.1993 Repair ‘SIDE STEP’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1993 Repair ‘TRAIN PIPE (END)’.
08.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘HOSE FITTINGS’.
13.05.1993 Repair ‘TRAIN PIPE’.
10.10.1994 Reclassified from wagon ‘NQSY 34394 F’ to ’ wagon ‘RQSY 34394 J’.

NQSY 34396

22.11.1990 Repair ‘VEHICLE RECLASSIFY’.
22.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34396 L’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Repair ‘WHEEL SET’.
27.07.1994 Reclassified from wagon ‘NQSY 34396 A’ to ’ wagon ‘RQSY 34396 E’.
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NQSY 34397

03.10.1990 Repair ‘VEHICLE RECLASSIFY’.
03.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34397 U’
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.11.1993 Repair ‘COUPLER KNUCKLE’.
01.11.1993 Repair ‘EMPTY LOAD VALVE’.
01.11.1993 Repair ‘END BRAKE COCK’.
01.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.05.1994 Reclassified from wagon ‘NQSY 34397 J’ to ’ wagon ‘RQSY 34397 N’.

NQSY 34398

14.11.1990 Repair ‘VEHICLE RECLASSIFY’.
14.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34398 G’
22.07.1994 Reclassified from wagon ‘NQSY 34398 S’ to ’ wagon ‘RQSY 34398 W’.

NQSY 34399

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34399 P’
29.09.1994 Reclassified from wagon ‘NQSY 34399 E’ to ’ wagon ‘RQSY 34399 X’.

NQSY 34400

17.05.1991 Repair ‘VEHICLE RECLASSIFY’.
17.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34400 H’
16.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1991 Repair ‘BRAKE PULL ROD’.
16.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BRAKE LEVER’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘WEAR PLATES & SADDLES’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1992 Repair ‘BRAKE PIN’.
21.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
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21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1995 Reclassified from wagon ‘NQSY 34400 T’ to ’ wagon ‘RQSY 34400 A’.

NQSY 34401

14.12.1991 Repair ‘VEHICLE RECLASSIFY’.
14.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34401 Q’
13.06.1994 Reclassified from wagon ‘NQSY 34401 F’ to ’ wagon ‘RQSY 34401 J’.

NQSY 34402

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34402 C’
24.09.1994 Reclassified from wagon ‘NQSY 34402 Y’ to ’ wagon ‘RQSY 34402 S’.

NQSY 34403

24.09.1990 Repair ‘VEHICLE RECLASSIFY’.
24.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34403 L’
22.08.1992 Repair ‘SIDE STEP’.
26.11.1993 Repair ‘HANDRAILS’.
25.07.1994 Reclassified from wagon ‘NQSY 34403 A’ to ’ wagon ‘RQSY 34403 E’.

NQSY 34404

09.11.1991 Repair ‘VEHICLE RECLASSIFY’.
09.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34404 U’
12.09.1992 Repair ‘SIDE STEP’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘WHEEL SET’.
23.11.1994 Reclassified from wagon ‘NQSY 34404 J’ to ’ wagon ‘RQSY 34404 N’.

NQSY 34405

14.04.1991 Repair ‘VEHICLE RECLASSIFY’.
14.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34405 G’
19.09.1991 Repair ‘HANDRAILS’.
16.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQSY 34405 S’ to ’ wagon ‘RQSY 34405 W’.
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NQSY 34406

11.09.1990 Repair ‘VEHICLE RECLASSIFY’.
11.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34406 P’
15.06.1994 Reclassified from wagon ‘NQSY 34406 E’ to ’ wagon ‘RQSY 34406 X’.

NQSY 34407

03.08.1991 Repair ‘VEHICLE RECLASSIFY’.
03.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34407 B’
13.06.1994 Reclassified from wagon ‘NQSY 34407 N’ to ’ wagon ‘RQSY 34407 R’.

NQSY 34408

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34408 K’
13.09.1993 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34408 W’ to ’ wagon ‘RQSY 34408 D’.

NQSY 34409

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34409 T’
30.08.1993 Repair ‘AXLEBOX’.

NQSY 34410

09.12.1990 Repair ‘VEHICLE RECLASSIFY’.
09.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34410 P’
05.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.09.1994 Reclassified from wagon ‘NQSY 34410 E’ to ’ wagon ‘RQSY 34410 X’.

NQSY 34411

25.11.1991 Repair ‘VEHICLE RECLASSIFY’.
25.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34411 B’
29.04.1992 Repair ‘SIDE STEP’.
05.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NQSY 34412

14.09.1990 Repair ‘VEHICLE RECLASSIFY’.
14.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34412 K’
03.04.1991 Repair ‘BRAKE PULL ROD’.
28.09.1993 Repair ‘SIDE STEP’.
22.09.1994 Reclassified from wagon ‘NQSY 34412 W’ to ’ wagon ‘RQSY 34412 D’.

NQSY 34413

06.09.1990 Repair ‘VEHICLE RECLASSIFY’.
06.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34413 T’
21.07.1994 Reclassified from wagon ‘NQSY 34413 X’ to ’ wagon ‘RQSY 34413 M’.

NQSY 34414

14.09.1990 Repair ‘VEHICLE RECLASSIFY’.
14.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34414 F’
14.06.1994 Reclassified from wagon ‘NQSY 34414 R’ to ’ wagon ‘RQSY 34414 V’.

NQSY 34415

28.11.1991 Repair ‘VEHICLE RECLASSIFY’.
28.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34415 Y’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1992 Repair ‘BRAKE LEVER’.
13.01.1992 Repair ‘BRAKE PULL ROD’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Repair ‘WHEEL SET’.
27.12.1993 Repair ‘TWIST LOCK’.
26.10.1994 Reclassified from wagon ‘NQSY 34415 D’ to ’ wagon ‘RQSY 34415 H’.

NQSY 34417

24.04.1991 Repair ‘VEHICLE RECLASSIFY’.
24.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34417 J’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Reclassified from wagon ‘NQSY 34417 V’ to ’ wagon ‘RQSY 34417 C’.

NQSY 34418

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
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11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34418 S’

27.01.1995 Reclassified from wagon ‘NQSY 34418 H’ to ’ wagon ‘RQSY 34418 L’.

NQSY 34419

10.10.1991 Repair ‘VEHICLE RECLASSIFY’.
10.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34419 E’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRANCH PIPE’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘GRADE CONTROL VALVE’.
14.12.1992 Repair ‘TRAIN PIPE (END)’.
14.12.1992 Repair ‘TRAIN PIPE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQSY 34419 Q’ to ’ wagon ‘RQSY 34419 U’.

NQSY 34420

30.05.1991 Repair ‘VEHICLE RECLASSIFY’.
30.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34420 A’
24.06.1993 Repair ‘SIDE STEP’.
10.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1994 Reclassified from wagon ‘NQSY 34420 M’ to ’ wagon ‘RQSY 34420 Q’.

NQSY 34421

17.05.1991 Repair ‘VEHICLE RECLASSIFY’.
17.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34421 J’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.09.1991 Repair ‘WHEEL SET’.
21.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
09.09.1994 Reclassified from wagon ‘NQSY 34421 V’ to ’ wagon ‘RQSY 34421 C’.

NQSY 34422

12.11.1991 Repair ‘VEHICLE RECLASSIFY’.
12.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34422 S’
05.09.1994 Reclassified from wagon ‘NQSY 34422 H’ to ’ wagon ‘RQSY 34422 L’.
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NQSY 34423

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34423 E’
14.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.02.1992 Repair ‘SIDE STEP’.
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘WHEEL SET’.
08.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1994 Reclassified from wagon ‘NQSY 34423 Q’ to ’ wagon ‘RQSY 34423 U’.

NQSY 34426

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34426 X’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘TWIST LOCK’.
26.09.1994 Reclassified from wagon ‘NQSY 34426 U’ to ’ wagon ‘RQSY 34426 B’.

NQSY 34427

16.04.1991 Repair ‘VEHICLE RECLASSIFY’.
16.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34427 R’
01.05.1991 Repair ‘WHEEL SET’.
09.11.1992 Repair ‘SIDE STEP’.
25.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1994 Reclassified from wagon ‘NQSY 34427 G’ to ’ wagon ‘RQSY 34427 K’.

NQSY 34428

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34428 D’
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.05.1995 Reclassified from wagon ‘NQSY 34428 P’ to ’ wagon ‘RQSY 34428 T’.

NQSY 34429

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34429 L’

NQSY 34430

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
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21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NQGY 34430 H’

NQSY 34431

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34431 R’
30.03.1992 Repair ‘WHEEL SET’.
22.06.1992 Repair ‘HANDRAILS’.
25.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Reclassified from wagon ‘NQSY 34431 G’ to ’ wagon ‘RQSY 34431 K’.

NQSY 34435

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34435 H’
26.02.1991 Reclassified from wagon ‘NQSY 34435 T’ to ’ wagon ‘NQGY 34435 G’.

NQSY 34436

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34436 Q’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘SIDE STEP’.
03.06.1993 Repair ‘YOKE CARRIER’.
01.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Reclassified from wagon ‘NQSY 34436 F’ to ’ wagon ‘RQSY 34436 J’.

NQSY 34437

31.08.1990 Repair ‘VEHICLE RECLASSIFY’.
31.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34437 C’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘EMPTY LOAD VALVE’.
03.07.1991 Repair ‘GRADE CONTROL VALVE’.
03.07.1991 Repair ‘WHEEL SET’.
16.11.1991 Repair ‘HANDRAILS’.
02.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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27.02.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQSY 34437 Y’ to ’ wagon ‘RQSY 34437 S’.

NQSY 34439

26.08.1992 Repair ‘VEHICLE RECLASSIFY’.
26.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34439 T’

NQSY 34440

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34440 Q’
26.02.1991 Reclassified from wagon ‘NQSY 34440 F’ to ’ wagon ‘NQGY 34440 P’.

NQSY 34441

20.06.1991 Repair ‘VEHICLE RECLASSIFY’.
20.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34441 C’
30.03.1992 Repair ‘WHEEL SET’.
26.10.1992 Repair ‘SIDE STEP’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘WHEEL SET’.
14.05.1993 Repair ‘SIDE STEP’.
05.07.1994 Reclassified from wagon ‘NQSY 34441 Y’ to ’ wagon ‘RQGY 34441 F’.

NQSY 34442

02.07.1991 Repair ‘VEHICLE RECLASSIFY’.
02.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34442 L’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Reclassified from wagon ‘NQSY 34442 A’ to ’ wagon ‘RQSY 34442 E’.

NQSY 34444

26.07.1991 Repair ‘VEHICLE RECLASSIFY’.
26.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34444 G’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Reclassified from wagon ‘NQSY 34444 S’ to ’ wagon ‘RQSY 34444 W’.

NQSY 34445

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34445 P’
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13.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Reclassified from wagon ‘NQSY 34445 E’ to ’ wagon ‘RQSY 34445 X’.

NQSY 34446

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34446 B’
20.01.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘SIDE STEP’.
26.07.1994 Reclassified from wagon ‘NQSY 34446 N’ to ’ wagon ‘RQSY 34446 R’.

NQSY 34447

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34447 K’
03.10.1991 Repair ‘STEP’.
17.08.1994 Reclassified from wagon ‘NQSY 34447 W’ to ’ wagon ‘RQSY 34447 D’.

NQSY 34448

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34448 T’
24.08.1991 Repair ‘SIDE STEP’.
14.06.1993 Repair ‘SIDE STEP’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34448 X’ to ’ wagon ‘RQSY 34448 M’.

NQSY 34449

20.06.1991 Repair ‘VEHICLE RECLASSIFY’.
20.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34449 F’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘WHEEL SET’.
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Repair ‘WHEEL SET’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Reclassified from wagon ‘NQSY 34449 R’ to ’ wagon ‘RQSY 34449 V’.
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NQSY 34450

03.10.1990 Repair ‘VEHICLE RECLASSIFY’.
03.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34450 B’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘WHEEL SET’.
20.09.1994 Reclassified from wagon ‘NQSY 34450 N’ to ’ wagon ‘RQSY 34450 R’.

NQSY 34451

05.11.1991 Repair ‘VEHICLE RECLASSIFY’.
05.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34451 K’
06.08.1992 Repair ‘STEP’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1994 Reclassified from wagon ‘NQSY 34451 W’ to ’ wagon ‘RQSY 34451 D’.

NQSY 34452

14.11.1990 Repair ‘VEHICLE RECLASSIFY’.
14.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34452 T’
03.08.1992 Repair ‘SIDE STEP’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Reclassified from wagon ‘NQSY 34452 X’ to ’ wagon ‘RQSY 34452 M’.

NQSY 34453

19.09.1990 Repair ‘VEHICLE RECLASSIFY’.
19.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34453 F’
14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘WHEEL SET’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQSY 34453 R’ to ’ wagon ‘RQSY 34453 V’.

NQSY 34454

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34454 Y’
12.03.1993 Repair ‘STEP’.
25.07.1994 Reclassified from wagon ‘NQSY 34454 D’ to ’ wagon ‘RQSY 34454 H’.
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NQSY 34455

11.09.1991 Repair ‘VEHICLE RECLASSIFY’.
11.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34455 A’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Reclassified from wagon ‘NQSY 34455 M’ to ’ wagon ‘RQSY 34455 Q’.

NQSY 34456

07.09.1990 Repair ‘VEHICLE RECLASSIFY’.
07.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34456 J’
17.05.1991 Repair ‘WHEEL SET’.
02.03.1992 Repair ‘WHEEL SET’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Reclassified from wagon ‘NQSY 34456 V’ to ’ wagon ‘RQSY 34456 C’.

NQSY 34457

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34457 S’
16.09.1994 Reclassified from wagon ‘NQSY 34457 H’ to ’ wagon ‘RQSY 34457 L’.

NQSY 34458

16.07.1991 Repair ‘VEHICLE RECLASSIFY’.
16.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34458 E’
23.12.1993 Repair ‘SIDE STEP’.
07.08.1994 Reclassified from wagon ‘NQSY 34458 Q’ to ’ wagon ‘RQSY 34458 U’.

NQSY 34459

14.11.1990 Repair ‘VEHICLE RECLASSIFY’.
14.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34459 N’
26.01.1994 Repair ‘TWIST LOCK’.
02.02.1995 Reclassified from wagon ‘NQSY 34459 C’ to ’ wagon ‘RQSY 34459 G’.

NQSY 34460

02.05.1991 Repair ‘VEHICLE RECLASSIFY’.
02.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34460 J’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRAKE BLOCK RB95’.
26.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
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13.08.1992 Repair ‘HANDRAILS’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘NQSY 34460 V’ to ’ wagon ‘RQSY 34460 C’.

NQSY 34461

18.01.1991 Repair ‘VEHICLE RECLASSIFY’.
18.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34461 S’
01.06.1992 Repair ‘SIDE STEP’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRAKE PULL ROD’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
14.10.1994 Reclassified from wagon ‘NQSY 34461 H’ to ’ wagon ‘RQSY 34461 L’.

NQSY 34462

13.12.1991 Repair ‘VEHICLE RECLASSIFY’.
13.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34462 E’
16.12.1993 Repair ‘BRAKE BLOCK OTHER’.
25.12.1993 Repair ‘BRAKE BLOCK RB101’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Reclassified from wagon ‘NQSY 34462 Q’ to ’ wagon ‘RQSY 34462 U’.

NQSY 34463

30.08.1991 Repair ‘VEHICLE RECLASSIFY’.
30.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34463 N’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Reclassified from wagon ‘NQSY 34463 C’ to ’ wagon ‘RQSY 34463 G’.

NQSY 34464

16.01.1992 Repair ‘VEHICLE RECLASSIFY’.
16.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34464 W’
15.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.10.1994 Reclassified from wagon ‘NQSY 34464 L’ to ’ wagon ‘RQSY 34464 P’.

NQSY 34465

22.11.1990 Repair ‘VEHICLE RECLASSIFY’.
22.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34465 X’
22.05.1994 Reclassified from wagon ‘NQSY 34465 U’ to ’ wagon ‘RQSY 34465 B’.
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NQSY 34466

24.09.1990 Repair ‘VEHICLE RECLASSIFY’.
24.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34466 R’
25.07.1994 Reclassified from wagon ‘NQSY 34466 G’ to ’ wagon ‘RQSY 34466 K’.

NQSY 34467

17.09.1991 Repair ‘VEHICLE RECLASSIFY’.
17.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34467 D’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘WHEEL SET’.
13.06.1994 Reclassified from wagon ‘NQSY 34467 P’ to ’ wagon ‘RQSY 34467 T’.

NQSY 34468

14.09.1990 Repair ‘VEHICLE RECLASSIFY’.
14.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34468 M’
03.07.1992 Repair ‘SIDE STEP’.
01.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1994 Reclassified from wagon ‘NQSY 34468 B’ to ’ wagon ‘RQSY 34468 F’.

NQSY 34469

30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34469 V’
25.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘END HOSE’.
27.01.1993 Repair ‘STEP’.
27.01.1993 Repair ‘WHEEL SET’.
07.07.1994 Reclassified from wagon ‘NQSY 34469 K’ to ’ wagon ‘RQSY 34469 Y’.

NQSY 34472

06.07.1991 Repair ‘VEHICLE RECLASSIFY’.
06.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34472 M’
27.08.1994 Reclassified from wagon ‘NQSY 34472 B’ to ’ wagon ‘RQSY 34472 F’.

NQSY 34476

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34476 C’
14.09.1994 Reclassified from wagon ‘NQSY 34476 Y’ to ’ wagon ‘RQSY 34476 S’.
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NQSY 34477

21.09.1990 Repair ‘VEHICLE RECLASSIFY’.
21.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34372 F’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1991 Repair ‘BRAKE LEVER’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘COUPLER COMPLETE’.
30.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘SIDE STEP’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34477 A’ to ’ wagon ‘RQSY 34477 E’.

NQSY 34478

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34478 U’
29.07.1994 Reclassified from wagon ‘NQSY 34478 J’ to ’ wagon ‘RQGY 34478 A’.

NQSY 34479

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34479 G’
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘WHEEL SET’.
24.04.1992 Repair ‘END HOSE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘WHEEL SET’.
18.07.1995 Reclassified from wagon ‘NQSY 34479 S’ to ’ wagon ‘RQSY 34479 W’.

NQSY 34480

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34480 C’
21.07.1993 Repair ‘END HOSE’.
13.06.1994 Reclassified from wagon ‘NQSY 34480 Y’ to ’ wagon ‘RQSY 34480 S’.

NQSY 34481

29.06.1991 Repair ‘VEHICLE RECLASSIFY’.
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29.06.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34481 L’

21.07.1994 Reclassified from wagon ‘NQSY 34481 A’ to ’ wagon ‘RQSY 34481 E’.

NQSY 34482

06.12.1990 Repair ‘VEHICLE RECLASSIFY’.
06.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34482 U’
06.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘HOSE FITTINGS’.
28.01.1993 Repair ‘TRAIN PIPE’.
22.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1994 Reclassified from wagon ‘NQSY 34482 J’ to ’ wagon ‘RQSY 34482 N’.

NQSY 34483

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34483 G’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Reclassified from wagon ‘NQSY 34483 S’ to ’ wagon ‘RQSY 34483 W’.

NQSY 34484

25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34484 P’
21.06.1994 Reclassified from wagon ‘NQSY 34484 E’ to ’ wagon ‘RQSY 34484 X’.

NQSY 34485

21.09.1991 Repair ‘VEHICLE RECLASSIFY’.
21.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34485 B’
14.06.1994 Reclassified from wagon ‘NQSY 34485 N’ to ’ wagon ‘RQSY 34485 R’.

NQSY 34486

26.09.1990 Repair ‘VEHICLE RECLASSIFY’.
26.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34486 K’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘STEP’.
08.06.1993 Repair ‘WHEEL SET’.
12.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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14.09.1994 Reclassified from wagon ‘NQSY 34486 W’ to ’ wagon ‘RQSY 34486 D’.

NQSY 34487

28.06.1991 Repair ‘VEHICLE RECLASSIFY’.
28.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34487 T’
15.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘EMPTY LOAD VALVE’.
06.05.1992 Repair ‘GRADE CONTROL VALVE’.
06.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1992 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
25.07.1994 Reclassified from wagon ‘NQSY 34487 X’ to ’ wagon ‘RQSY 34487 M’.

NQSY 34491

14.05.1991 Repair ‘VEHICLE RECLASSIFY’.
14.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34491 T’
10.08.1993 Repair ‘HANDRAILS’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘WHEEL SET’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQSY 34491 X’ to ’ wagon ‘RQSY 34491 M’.

NQSY 34493

11.09.1990 Repair ‘VEHICLE RECLASSIFY’.
11.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34493 Y’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE BLOCK RB101’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘WHEEL SET’.
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24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘WHEEL SET’.
14.10.1994 Reclassified from wagon ‘NQSY 34493 D’ to ’ wagon ‘RQSY 34493 H’.

NQSY 34494

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34494 A’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34494 M’ to ’ wagon ‘RQSY 34494 Q’.

NQSY 34495

14.09.1990 Repair ‘VEHICLE RECLASSIFY’.
14.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34495 J’
09.04.1992 Repair ‘SIDE STEP’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Reclassified from wagon ‘NQSY 34495 V’ to ’ wagon ‘RQSY 34495 C’.

NQSY 34496

18.05.1991 Repair ‘VEHICLE RECLASSIFY’.
18.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34496 S’
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Reclassified from wagon ‘NQSY 34496 H’ to ’ wagon ‘RQGY 34496 V’.

NQSY 34498

01.02.1992 Repair ‘VEHICLE RECLASSIFY’.
01.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34498 N’
21.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.04.1993 Repair ‘HANDRAILS’.
30.08.1993 Repair ‘YOKE CARRIER’.
15.10.1993 Repair ‘DOOR LOCK MECHANISM’.
08.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Reclassified from wagon ‘NQSY 34498 C’ to ’ wagon ‘RQGY 34498 Q’.

NQSY 34499

06.09.1990 Repair ‘VEHICLE RECLASSIFY’.
06.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34499 W’
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14.10.1994 Reclassified from wagon ‘NQSY 34499 L’ to ’ wagon ‘RQSY 34499 P’.

NQSY 34500

23.01.1992 Repair ‘VEHICLE RECLASSIFY’.
23.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34500 Y’
22.05.1993 Repair ‘SIDE STEP’.
19.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34500 D’ to ’ wagon ‘RQSY 34500 H’.

NQSY 34951

10.08.1991 Repair ‘VEHICLE RECLASSIFY’.
10.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34951 W’

NQSY 34952

23.05.1991 Repair ‘VEHICLE RECLASSIFY’.
23.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34952 X’
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34952 U’ to ’ wagon ‘RQSY 34952 B’.

NQSY 34953

31.03.1992 Repair ‘VEHICLE RECLASSIFY’.
31.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34953 R’
12.07.1993 Repair ‘HANDBRAKE HANDLE’.
28.09.1993 Repair ‘SIDE STEP’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQSY 34953 G’ to ’ wagon ‘RQSY 34953 K’.

NQSY 34954

11.01.1992 Repair ‘VEHICLE RECLASSIFY’.
11.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34954 D’
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
01.03.1993 Repair ‘SIDE STEP’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Reclassified from wagon ‘NQSY 34954 P’ to ’ wagon ‘RQSY 34954 T’.

NQSY 34955

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34955 M’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Reclassified from wagon ‘NQSY 34955 B’ to ’ wagon ‘RQSY 34955 F’.

NQSY 34956

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34956 V’
01.04.1992 Repair ‘WHEEL SET’.
16.07.1992 Repair ‘SIDE STEP’.
08.07.1994 Reclassified from wagon ‘NQSY 34956 K’ to ’ wagon ‘RQSY 34956 Y’.

NQSY 34957

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34957 H’
25.02.1993 Repair ‘WHEEL SET’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Reclassified from wagon ‘NQSY 34957 T’ to ’ wagon ‘RQSY 34957 A’.

NQSY 34958

09.09.1990 Repair ‘VEHICLE RECLASSIFY’.
09.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34958 Q’
17.04.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Reclassified from wagon ‘NQSY 34958 F’ to ’ wagon ‘RQSY 34958 J’.

NQSY 34959

10.08.1991 Repair ‘VEHICLE RECLASSIFY’.
10.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34959 C’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘WHEEL SET’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1994 Reclassified from wagon ‘NQSY 34959 Y’ to ’ wagon ‘RQSY 34959 S’.
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NQSY 34960

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34960 V’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Repair ‘WHEEL SET’.
07.07.1992 Repair ‘YOKE CARRIER’.
07.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1994 Reclassified from wagon ‘NQSY 34960 K’ to ’ wagon ‘RQSY 34960 Y’.

NQSY 34961

15.12.1990 Repair ‘VEHICLE RECLASSIFY’.
15.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34961 H’

NQSY 34962

22.11.1990 Repair ‘VEHICLE RECLASSIFY’.
22.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34962 Q’
04.01.1991 Repair ‘SIDE STEP’.
16.11.1991 Repair ‘WHEEL SET’.
05.12.1991 Repair ‘WHEEL SET’.
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘BRAKE PULL ROD’.
02.05.1992 Repair ‘COUPLER KNUCKLE’.
02.05.1992 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1994 Reclassified from wagon ‘NQSY 34962 F’ to ’ wagon ‘RQSY 34962 J’.

NQSY 34963

24.01.1991 Repair ‘VEHICLE RECLASSIFY’.
24.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34963 C’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘WHEEL SET’.
23.04.1993 Repair ‘AXLEBOX’.

NQSY 34964

14.09.1991 Repair ‘VEHICLE RECLASSIFY’.
14.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34964 L’
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22.03.1993 Repair ‘SIDE STEP’.
18.06.1994 Reclassified from wagon ‘NQSY 34964 A’ to ’ wagon ‘RQSY 34964 E’.

NQSY 34965

05.01.1991 Repair ‘VEHICLE RECLASSIFY’.
05.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34965 U’
07.07.1994 Reclassified from wagon ‘NQSY 34965 J’ to ’ wagon ‘RQSY 34965 N’.

NQSY 34966

21.09.1991 Repair ‘VEHICLE RECLASSIFY’.
21.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34966 G’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Reclassified from wagon ‘NQSY 34966 S’ to ’ wagon ‘RQSY 34966 W’.

NQSY 34967

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34967 P’
17.01.1994 Repair ‘BRAKE PULL ROD’.
12.06.1994 Reclassified from wagon ‘NQSY 34967 E’ to ’ wagon ‘RQSY 34967 X’.

NQSY 34968

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34968 B’
11.01.1993 Repair ‘STEP’.
04.10.1993 Repair ‘SIDE STEP’.
15.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘VEHICLE STENCILS’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Reclassified from wagon ‘NQSY 34968 N’ to ’ wagon ‘RQSY 34968 R’.

NQSY 34969

25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34969 K’
06.03.1992 Repair ‘SIDE STEP’.
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22.07.1994 Reclassified from wagon ‘NQSY 34969 W’ to ’ wagon ‘RQSY 34969 D’.

NQSY 34970

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34970 G’
27.06.1994 Reclassified from wagon ‘NQSY 34970 S’ to ’ wagon ‘RQSY 34970 W’.

NQSY 34971

19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34971 P’
03.08.1992 Repair ‘SIDE STEP’.

NQSY 34972

08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34972 B’
15.06.1994 Reclassified from wagon ‘NQSY 34972 N’ to ’ wagon ‘RQSY 34972 R’.

NQSY 34973

09.03.1991 Repair ‘VEHICLE RECLASSIFY’.
09.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34973 K’
05.07.1994 Reclassified from wagon ‘NQSY 34973 W’ to ’ wagon ‘RQGY 34973 N’.

NQSY 34974

20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34974 T’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Reclassified from wagon ‘NQSY 34974 X’ to ’ wagon ‘RQSY 34974 M’.

NQSY 34975

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34975 F’
02.03.1992 Repair ‘WHEEL SET’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Reclassified from wagon ‘NQSY 34975 R’ to ’ wagon ‘RQSY 34975 V’.
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NQSY 34976

16.09.1990 Repair ‘VEHICLE RECLASSIFY’.
16.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34976 Y’
09.02.1993 Repair ‘SIDE STEP’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Reclassified from wagon ‘NQSY 34976 D’ to ’ wagon ‘RQSY 34976 H’.

NQSY 34977

01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34977 A’
11.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1994 Reclassified from wagon ‘NQSY 34977 M’ to ’ wagon ‘RQSY 34977 Q’.

NQSY 34978

30.08.1991 Repair ‘VEHICLE RECLASSIFY’.
30.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34978 J’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1992 Repair ‘SIDE STEP’.

NQSY 34979

27.09.1991 Repair ‘VEHICLE RECLASSIFY’.
27.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34979 S’
06.03.1993 Repair ‘WHEEL SET’.
15.06.1994 Reclassified from wagon ‘NQSY 34979 H’ to ’ wagon ‘RQSY 34979 L’.

NQSY 34980

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34980 Y’
26.10.1993 Repair ‘WHEEL SET’.
04.11.1993 Repair ‘WHEEL SET’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘WHEEL SET’.
15.08.1994 Reclassified from wagon ‘NQSY 34980 D’ to ’ wagon ‘RQSY 34980 H’.

NQSY 34981

16.10.1990 Repair ‘VEHICLE RECLASSIFY’.
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16.10.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 34981 A’

NQSY 34982

30.08.1991 Repair ‘VEHICLE RECLASSIFY’.
30.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34982 J’
24.05.1993 Repair ‘BRAKE PIN’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
26.06.1994 Reclassified from wagon ‘NQSY 34982 V’ to ’ wagon ‘RQSY 34982 C’.

NQSY 34983

06.09.1990 Repair ‘VEHICLE RECLASSIFY’.
06.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34983 S’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRANCH PIPE’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘WHEEL SET’.
23.01.1993 Repair ‘SIDE STEP’.
11.08.1993 Repair ‘SIDE STEP’.
13.10.1993 Repair ‘SIDE STEP’.

NQSY 34984

09.03.1991 Repair ‘VEHICLE RECLASSIFY’.
09.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34984 E’
18.11.1991 Repair ‘WHEEL SET’.

NQSY 34985

10.10.1991 Repair ‘VEHICLE RECLASSIFY’.
10.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34985 N’
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.12.1993 Repair ‘BRAKE BLOCK RB101’.
25.01.1994 Repair ‘TWIST LOCK’.
05.07.1994 Reclassified from wagon ‘NQSY 34985 C’ to ’ wagon ‘RQSY 34985 G’.

NQSY 34986

11.10.1991 Repair ‘VEHICLE RECLASSIFY’.
11.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34986 W’
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02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘NQSY 34986 L’ to ’ wagon ‘RQSY 34986 P’.

NQSY 34987

14.01.1992 Repair ‘VEHICLE RECLASSIFY’.
14.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34987 X’
20.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1992 Repair ‘STEP’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Reclassified from wagon ‘NQSY 34987 U’ to ’ wagon ‘RQSY 34987 B’.

NQSY 34988

19.10.1991 Repair ‘VEHICLE RECLASSIFY’.
19.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34988 R’
27.03.1993 Repair ‘STEP’.

NQSY 34989

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34989 D’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.

NQSY 34990

05.09.1991 Repair ‘VEHICLE RECLASSIFY’.
05.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34990 W’
25.07.1994 Reclassified from wagon ‘NQSY 34990 L’ to ’ wagon ‘RQSY 34990 P’.

NQSY 34991

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34991 X’
03.08.1992 Repair ‘SIDE STEP’.
15.10.1992 Repair ‘SIDE STEP’.
26.02.1993 Repair ‘SIDE STEP’.
27.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1994 Reclassified from wagon ‘NQSY 34991 U’ to ’ wagon ‘RQSY 34991 B’.
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NQSY 34992

08.06.1991 Repair ‘VEHICLE RECLASSIFY’.
08.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34992 R’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Repair ‘BRAKE PULL ROD’.
07.08.1994 Reclassified from wagon ‘NQSY 34992 G’ to ’ wagon ‘RQSY 34992 K’.

NQSY 34993

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34993 D’
17.07.1992 Repair ‘SIDE STEP’.
26.01.1994 Repair ‘SIDE STEP’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQSY 34993 P’ to ’ wagon ‘RQSY 34993 T’.

NQSY 34994

17.09.1991 Repair ‘VEHICLE RECLASSIFY’.
17.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34994 M’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BRAKE BLOCK RB101’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘WHEEL SET’.
19.09.1994 Reclassified from wagon ‘NQSY 34994 B’ to ’ wagon ‘RQSY 34994 F’.

NQSY 34995

23.04.1991 Repair ‘VEHICLE RECLASSIFY’.
23.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34995 V’
16.11.1992 Repair ‘SIDE STEP’.
05.10.1993 Repair ‘SIDE STEP’.
05.10.1994 Reclassified from wagon ‘NQSY 34995 K’ to ’ wagon ‘RQSY 34995 Y’.

NQSY 34996

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34996 H’
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30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘WHEEL SET’.
31.07.1991 Repair ‘WHEEL SET’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘SIDE STEP’.
12.06.1994 Reclassified from wagon ‘NQSY 34996 T’ to ’ wagon ‘RQSY 34996 A’.

NQSY 34997

04.09.1990 Repair ‘VEHICLE RECLASSIFY’.
04.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34997 Q’
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1990 Repair ‘COUPLER COMPLETE’.
03.11.1990 Repair ‘COUPLER KNUCKLE’.
03.11.1990 Repair ‘EMPTY LOAD VALVE’.
03.11.1990 Repair ‘GRADE CONTROL VALVE’.
03.11.1990 Repair ‘WEAR PLATES & SADDLES’.
19.04.1991 Repair ‘SIDE STEP’.
04.10.1991 Repair ‘SIDE STEP’.
19.12.1991 Repair ‘SIDE STEP’.
29.04.1992 Repair ‘SIDE STEP’.
19.06.1992 Repair ‘SIDE STEP’.
27.07.1992 Repair ‘SIDE STEP’.
28.08.1992 Repair ‘SIDE STEP’.
23.10.1992 Repair ‘SIDE STEP’.
26.11.1992 Repair ‘SIDE STEP’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1993 Repair ‘SIDE STEP’.
13.06.1994 Reclassified from wagon ‘NQSY 34997 F’ to ’ wagon ‘RQSY 34997 J’.

NQSY 34998

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34998 C’

NQSY 34999

20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 34999 L’

NQSY 35000

25.11.1991 Repair ‘VEHICLE RECLASSIFY’.
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25.11.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘NQOY 35000 X’

29.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘TWIST LOCK’.
27.07.1994 Reclassified from wagon ‘NQSY 35000 U’ to ’ wagon ‘RQSY 35000 B’.

NQSY 35001

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35001 R’

NQSY 35002

15.08.1991 Repair ‘VEHICLE RECLASSIFY’.
15.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35002 D’
20.07.1992 Repair ‘SIDE STEP’.
17.06.1994 Reclassified from wagon ‘NQSY 35002 P’ to ’ wagon ‘RQSY 35002 T’.

NQSY 35004

02.10.1991 Repair ‘VEHICLE RECLASSIFY’.
02.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35004 V’
29.09.1994 Reclassified from wagon ‘NQSY 35004 K’ to ’ wagon ‘RQSY 35004 Y’.

NQSY 35005

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35005 H’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘WHEEL SET’.
15.08.1994 Reclassified from wagon ‘NQSY 35005 T’ to ’ wagon ‘RQSY 35005 A’.

NQSY 35006

31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35006 Q’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘NQSY 35006 F’ to ’ wagon ‘RQSY 35006 J’.

NQSY 35007

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35007 C’
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11.04.1992 Repair ‘HANDBRAKE HANDLE’.

NQSY 35008

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35008 L’
25.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1994 Reclassified from wagon ‘NQSY 35008 A’ to ’ wagon ‘RQSY 35008 E’.

NQSY 35009

23.06.1991 Repair ‘VEHICLE RECLASSIFY’.
23.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35009 U’
12.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.07.1994 Reclassified from wagon ‘NQSY 35009 J’ to ’ wagon ‘RQSY 35009 N’.

NQSY 35010

30.10.1990 Repair ‘VEHICLE RECLASSIFY’.
30.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35010 Q’
02.11.1993 Repair ‘TWIST LOCK’.

NQSY 35011

16.09.1990 Repair ‘VEHICLE RECLASSIFY’.
16.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35011 C’
19.10.1991 Repair ‘STEP’.
11.11.1991 Repair ‘SIDE STEP’.
20.12.1991 Repair ‘STEP’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘WHEEL SET’.
01.08.1994 Reclassified from wagon ‘NQSY 35011 Y’ to ’ wagon ‘RQSY 35011 S’.

NQSY 35012

22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35012 L’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
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NQSY 35013

30.11.1991 Repair ‘VEHICLE RECLASSIFY’.
30.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35013 U’
29.06.1992 Repair ‘SIDE STEP’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘NQSY 35013 J’ to ’ wagon ‘RQSY 35013 N’.

NQSY 35014

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35014 G’
04.09.1993 Repair ‘TRAIN PIPE (END)’.
14.10.1993 Repair ‘SIDE STEP’.
18.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Reclassified from wagon ‘NQSY 35014 S’ to ’ wagon ‘RQSY 35014 W’.

NQSY 35015

17.01.1991 Repair ‘VEHICLE RECLASSIFY’.
17.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35015 P’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘WHEEL SET’.
12.03.1993 Repair ‘STEP’.
07.11.1994 Reclassified from wagon ‘NQSY 35015 E’ to ’ wagon ‘RQSY 35015 X’.

NQSY 35016

Details: wagon ‘NQSY 35016 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35016B
BSG Code: NSQQ

Capacity of 55 tonnes
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Capacity of 55 tonnes

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35016 B’

NQSY 35017

10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35017 K’
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.

NQSY 35019

25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35019 F’
22.10.1991 Repair ‘WHEEL SET’.
08.11.1991 Repair ‘WHEEL SET’.

NQSY 35020

05.09.1991 Repair ‘VEHICLE RECLASSIFY’.
05.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35020 B’

NQSY 35021

14.05.1991 Repair ‘VEHICLE RECLASSIFY’.
14.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35021 K’
26.10.1994 Reclassified from wagon ‘NQSY 35021 W’ to ’ wagon ‘RQGY 35021 N’.

NQSY 35023

28.09.1991 Repair ‘VEHICLE RECLASSIFY’.
28.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35023 F’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Reclassified from wagon ‘NQSY 35023 R’ to ’ wagon ‘RQSY 35023 V’.

NQSY 35024

16.09.1990 Repair ‘VEHICLE RECLASSIFY’.
16.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35024 Y’
28.03.1991 Repair ‘SIDE STEP’.
08.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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09.12.1991 Repair ‘STEP’.
16.12.1991 Repair ‘SIDE STEP’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘WHEEL SET’.
11.08.1992 Repair ‘WHEEL SET’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Repair ‘WHEEL SET’.
20.01.1993 Repair ‘SIDE STEP’.
07.08.1994 Reclassified from wagon ‘NQSY 35024 D’ to ’ wagon ‘RQSY 35024 H’.

NQSY 35025

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35025 A’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE COMPLETE’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Reclassified from wagon ‘NQSY 35025 M’ to ’ wagon ‘RQSY 35025 Q’.

NQSY 35026

25.10.1990 Repair ‘VEHICLE RECLASSIFY’.
25.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35026 J’
19.07.1993 Repair ‘WHEEL SET’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘END HOSE’.
12.08.1993 Repair ‘WHEEL SET’.
15.09.1993 Repair ‘WHEEL SET’.
13.06.1994 Reclassified from wagon ‘NQSY 35026 V’ to ’ wagon ‘RQSY 35026 C’.

NQSY 35027

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35027 S’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘WHEEL SET’.
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05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE PULL ROD’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.09.1994 Reclassified from wagon ‘NQSY 35027 H’ to ’ wagon ‘RQSY 35027 L’.

NQSY 35028

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35028 E’
06.12.1991 Repair ‘SIDE STEP’.
04.08.1993 Repair ‘SIDE STEP’.
09.10.1993 Repair ‘SIDE STEP’.
14.06.1994 Reclassified from wagon ‘NQSY 35028 Q’ to ’ wagon ‘RQSY 35028 U’.

NQSY 35029

18.06.1991 Repair ‘VEHICLE RECLASSIFY’.
18.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35029 N’
25.07.1994 Reclassified from wagon ‘NQSY 35029 C’ to ’ wagon ‘RQSY 35029 G’.

NQSY 35030

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35030 J’

NQSY 35031

03.08.1991 Repair ‘VEHICLE RECLASSIFY’.
03.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35031 S’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘BOGIE BEARINGS’.
14.12.1991 Repair ‘BRAKE PULL ROD’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BRAKE PULL ROD’.
05.01.1992 Repair ‘BRAKE PULL ROD’.
31.10.1993 Repair ‘BOGIE WEAR PLATES’.
10.01.1994 Repair ‘SIDE STEP’.
17.05.1994 Reclassified from wagon ‘NQSY 35031 H’ to ’ wagon ‘RQSY 35031 L’.
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NQSY 35032

08.02.1992 Repair ‘VEHICLE RECLASSIFY’.
08.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35032 E’
01.05.1992 Repair ‘SIDE STEP’.
02.05.1992 Repair ‘SIDE STEP’.
27.06.1992 Repair ‘SIDE STEP’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1994 Repair ‘EMPTY LOAD VALVE’.
28.01.1994 Repair ‘GRADE CONTROL VALVE’.
28.01.1994 Repair ‘SIDE BEARER’.
24.09.1994 Reclassified from wagon ‘NQSY 35032 Q’ to ’ wagon ‘RQSY 35032 U’.

NQSY 35033

30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35033 N’
14.06.1994 Reclassified from wagon ‘NQSY 35033 C’ to ’ wagon ‘RQSY 35033 G’.

NQSY 35034

31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35034 W’
11.03.1991 Repair ‘SIDE STEP’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1992 Repair ‘BRAKE PULL ROD’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.

NQSY 35035

14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35035 X’
19.05.1994 Reclassified from wagon ‘NQSY 35035 U’ to ’ wagon ‘RQSY 35035 B’.
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NQSY 35036

02.07.1991 Repair ‘VEHICLE RECLASSIFY’.
02.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35036 R’
31.01.1994 Repair ‘HANDBRAKE HANDLE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Reclassified from wagon ‘NQSY 35036 G’ to ’ wagon ‘RQSY 35036 K’.

NQSY 35037

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35037 D’
19.11.1991 Repair ‘WHEEL SET’.
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘COUPLER COMPLETE’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1993 Repair ‘SIDE STEP’.
25.06.1994 Reclassified from wagon ‘NQSY 35037 P’ to ’ wagon ‘RQSY 35037 T’.

NQSY 35038

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35038 M’
27.03.1992 Repair ‘SIDE STEP’.
22.12.1992 Repair ‘SIDE STEP’.
21.07.1994 Reclassified from wagon ‘NQSY 35038 B’ to ’ wagon ‘RQSY 35038 F’.

NQSY 35039

30.10.1990 Repair ‘VEHICLE RECLASSIFY’.
30.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35039 V’
26.07.1994 Reclassified from wagon ‘NQSY 35039 K’ to ’ wagon ‘RQSY 35039 Y’.

NQSY 35040

28.09.1991 Repair ‘VEHICLE RECLASSIFY’.
28.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35040 R’
23.06.1994 Reclassified from wagon ‘NQSY 35040 G’ to ’ wagon ‘RQSY 35040 K’.

NQSY 35041

31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35041 D’
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22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘WHEEL SET’.

NQSY 35042

31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35042 M’
18.03.1991 Repair ‘SIDE STEP’.
11.01.1993 Repair ‘STEP’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘EMPTY LOAD VALVE’.
11.11.1993 Repair ‘GRADE CONTROL VALVE’.
11.11.1993 Repair ‘HANDBRAKE HANDLE’.
11.11.1993 Repair ‘WHEEL SET’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Reclassified from wagon ‘NQSY 35042 B’ to ’ wagon ‘RQSY 35042 F’.

NQSY 35043

04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35043 V’
26.02.1993 Repair ‘BRAKE PULL ROD’.

NQSY 35044

21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35044 H’
03.10.1991 Repair ‘STEP’.
21.05.1992 Repair ‘SIDE STEP’.
04.01.1994 Repair ‘TWIST LOCK’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Reclassified from wagon ‘NQSY 35044 T’ to ’ wagon ‘RQSY 35044 A’.

NQSY 35045

Details: wagon ‘NQSY 35045 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34545Q
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

23.03.1991 Repair ‘VEHICLE RECLASSIFY’.
23.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35045 Q’
26.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.

NQSY 35046

31.05.1991 Repair ‘VEHICLE RECLASSIFY’.
31.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35046 C’
22.05.1994 Reclassified from wagon ‘NQSY 35046 Y’ to ’ wagon ‘RQSY 35046 S’.

NQSY 35047

25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35047 L’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘WHEEL SET’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘END BRAKE COCK’.
29.10.1993 Repair ‘WHEEL SET’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Reclassified from wagon ‘NQSY 35047 A’ to ’ wagon ‘RQSY 35047 E’.

NQSY 35048

Details: wagon ‘NQSY 35048 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35048U
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.10.1990 Repair ‘VEHICLE RECLASSIFY’.
26.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35048 U’

NQSY 35049

03.08.1991 Repair ‘VEHICLE RECLASSIFY’.
03.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35049 G’
03.02.1993 Repair ‘SIDE STEP’.
27.03.1993 Repair ‘SIDE STEP’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Reclassified from wagon ‘NQSY 35049 S’ to ’ wagon ‘RQSY 35049 W’.

NQSY 35050

16.09.1990 Repair ‘VEHICLE RECLASSIFY’.
16.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQOY 35050 C’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘WHEEL SET’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘WHEEL SET’.
19.04.1991 Repair ‘WHEEL SET’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘WHEEL SET’.
29.04.1991 Repair ‘WHEEL SET’.
22.05.1994 Reclassified from wagon ‘NQSY 35050 Y’ to ’ wagon ‘RQSY 35050 S’.

NQSY 35401

Details: wagon ‘NQSY 35401 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NHCF 35401 H/NPFH 35401 R
BSG Code: NSQQ

Capacity of 56 tonnes

25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NPFH 35401 R’

2.508 Wagon classification starting with ‘NQT’

NQTW 22001

26.01.1989 Reclassified from wagon ‘NQTW 22001 B’ to ’ wagon ‘NQGW 22001 X’.

NQTW 22002

20.04.1988 Reclassified from wagon ‘NQTW 22002 K’ to ’ wagon ‘NQWW 22002 T’.

NQTW 22003

13.05.1988 Reclassified from wagon ‘NQTW 22003 T’ to ’ wagon ‘NQWW 22003 F’.

NQTW 22004

30.03.1988 Reclassified from wagon ‘NQTW 22004 F’ to ’ wagon ‘NQWW 22004 Y’.

NQTW 22005

13.05.1988 Reclassified from wagon ‘NQTW 22005 Y’ to ’ wagon ‘NQWW 22005 A’.

NQTW 22006

01.07.1989 Repair ‘END HOSE’.
04.10.1991 Repair ‘STEP’.
01.04.1992 Reclassified from wagon ‘NQTW 22006 A’ to ’ wagon ‘NQWW 22006 J’.

NQTW 22007

24.06.1988 Reclassified from wagon ‘NQTW 22007 J’ to ’ wagon ‘NQWW 22007 S’.
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NQTW 22008

30.03.1988 Reclassified from wagon ‘NQTW 22008 S’ to ’ wagon ‘NQWW 22008 E’.

NQTW 22009

13.05.1988 Reclassified from wagon ‘NQTW 22009 E’ to ’ wagon ‘NQWW 22009 N’.

NQTW 22010

13.04.1988 Reclassified from wagon ‘NQTW 22010 A’ to ’ wagon ‘NQWW 22010 J’.

NQTW 22012

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘END HOSE’.
21.06.1994 Reclassified from wagon ‘NQTW 22012 S’ to ’ wagon ‘RQWW 22012 X’.

NQTW 22013

Details: wagon ‘NQTW 22013 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 50 tonnes

21.11.1988 Reclassified from wagon ‘NQTW 22013 E’ to ’ wagon ‘NQWW 22013 N’.

NQTW 22014

16.03.1988 Reclassified from wagon ‘NQTW 22014 N’ to ’ wagon ‘NQJW 22014 G’.

NQTW 22015

07.04.1988 Reclassified from wagon ‘NQTW 22015 W’ to ’ wagon ‘NQWW 22015 X’.
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NQTW 22016

Details: wagon ‘NQTW 22016 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 50 tonnes

26.10.1988 Reclassified from wagon ‘NQTW 22016 X’ to ’ wagon ‘NQWW 22016 R’.

NQTW 22017

24.06.1988 Reclassified from wagon ‘NQTW 22017 R’ to ’ wagon ‘NQWW 22017 D’.

NQTW 22018

15.08.1988 Reclassified from wagon ‘NQTW 22018 D’ to ’ wagon ‘NQWW 22018 M’.

NQTW 22019

24.06.1988 Reclassified from wagon ‘NQTW 22019 M’ to ’ wagon ‘NQWW 22019 V’.

NQTW 22020

13.05.1988 Reclassified from wagon ‘NQTW 22020 X’ to ’ wagon ‘NQWW 22020 R’.

NQTW 22021

Details: wagon ‘NQTW 22021 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

04.03.1991 Repair ‘WHEEL SET’.
04.03.1991 Issued at location ‘One spot’ with a previous code of wagon

‘NQWW 22021 D’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘WHEEL SET’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘NQWW 22021 D’
30.05.1991 Repair ‘END HOSE’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NQWW 22021 D’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Repair ‘WHEEL SET’.
23.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘NQWW 22021 D’

NQTW 22022

22.01.1991 Reclassified from wagon ‘NQTW 22022 D’ to ’ wagon ‘NQWW 22022 M’.

NQTW 22023

13.05.1988 Reclassified from wagon ‘NQTW 22023 M’ to ’ wagon ‘NQWW 22023 V’.

NQTW 22024

Details: wagon ‘NQTW 22024 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 50 tonnes

10.08.1988 Reclassified from wagon ‘NQTW 22024 V’ to ’ wagon ‘NQWW 22024 H’.

NQTW 22025

13.05.1988 Reclassified from wagon ‘NQTW 22025 H’ to ’ wagon ‘NQWW 22025 Q’.

NQTW 22026

09.03.1994 Repair ‘VEHICLE COMPLETE’.

NQTW 22027

30.03.1988 Reclassified from wagon ‘NQTW 22027 C’ to ’ wagon ‘NQWW 22027 L’.

NQTW 22028

13.05.1988 Reclassified from wagon ‘NQTW 22028 L’ to ’ wagon ‘NQWW 22028 U’.

NQTW 22029

24.06.1988 Reclassified from wagon ‘NQTW 22029 U’ to ’ wagon ‘NQWW 22029 G’.

NQTW 22030

30.03.1988 Reclassified from wagon ‘NQTW 22030 Q’ to ’ wagon ‘NQWW 22030 C’.

NQTW 22031

13.05.1988 Reclassified from wagon ‘NQTW 22031 C’ to ’ wagon ‘NQWW 22031 L’.

NQTW 22032

30.03.1988 Reclassified from wagon ‘NQTW 22032 L’ to ’ wagon ‘NQWW 22032 U’.

2.509 Wagon classification starting with ‘NQU’

NQUF 26484

Details: wagon ‘NQUF 26484 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m

10636



2.510. Wagon classification starting with ‘NQV’

Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQUF 26492

Details: wagon ‘NQUF 26492 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

NQUF 26848

Details: wagon ‘NQUF 26848 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

2.510 Wagon classification starting with ‘NQV’

NQVF 12401

Details: wagon ‘NQVF 12401 X’ in AN ‘Mainland Division’.

Operator: C

10637



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

18.01.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BRAKE LEVER’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘WHEEL SET’.

NQVF 12402

Details: wagon ‘NQVF 12402 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVX 12402 U
BSG Code: NXQQ

Capacity of 55 tonnes

NQVF 12403

Details: wagon ‘NQVF 12403 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVX 12403
BSG Code: NXQQ

Capacity of 55 tonnes

04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE SPRING’.
04.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE SPRING’.

NQVF 12404

Details: wagon ‘NQVF 12404 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘END HOSE’.
03.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘TWIST LOCK’.
03.08.1989 Repair ‘TWIST LOCK’.
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NQVF 12407

Details: wagon ‘NQVF 12407 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Repair ‘WEAR PLATES & SADDLES’.
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1989 Repair ‘CENTRE SILL’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘SIDE STEP’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.

10640



2.510. Wagon classification starting with ‘NQV’

19.11.1992 Repair ‘SIDE STEP’.
13.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1993 Repair ‘BRANCH PIPE’.

NQVF 12408

Details: wagon ‘NQVF 12408 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 55 tonnes

11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘BOGIE SIDEFRAME’.

NQVF 12409

Details: wagon ‘NQVF 12409 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVX
BSG Code: NSQQ

Capacity of 55 tonnes

08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1991 Repair ‘SIDE STEP’.

NQVF 12417

Details: wagon ‘NQVF 12417 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: RECLASSIFIED FROM NQVX 12417E
BSG Code: NXQZ

Capacity of 55 tonnes

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

NQVF 12418

Details: wagon ‘NQVF 12418 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes
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06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘END HOSE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘STANCHION’.
06.07.1989 Repair ‘STANCHION’.
06.07.1989 Repair ‘WHEEL SET’.
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘AXLEBOX’.
09.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘SIDE STEP’.

NQVF 12420

Details: wagon ‘NQVF 12420 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQVX 12420 S
BSG Code: NSQZ

Capacity of 55 tonnes

27.03.1990 Reclassified from wagon ‘NQVF 12420 P’ to ’ wagon ‘NQVX 12420 S’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘END BRAKE COCK’.

NQVF 12421

Details: wagon ‘NQVF 12421 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘END BRAKE COCK’.
14.03.1990 Repair ‘TRAIN PIPE (END)’.
14.03.1990 Repair ‘TRAIN PIPE’.

NQVF 12433

Details: wagon ‘NQVF 12433 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

NQVF 12434

Details: wagon ‘NQVF 12434 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ
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Capacity of 55 tonnes

01.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQVF 12435

Details: wagon ‘NQVF 12435 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

12.07.1989 Repair ‘SIDE STEP’.
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘YOKE CARRIER’.

NQVF 12436

Details: wagon ‘NQVF 12436 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQVX
BSG Code: NXQZ

Capacity of 55 tonnes

15.04.1991 Repair ‘SIDE STEP’.
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NQVF 12441

Details: wagon ‘NQVF 12441 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVX
BSG Code: NSQQ

Capacity of 55 tonnes

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘EMPTY LOAD VALVE’.
15.07.1989 Repair ‘GRADE CONTROL VALVE’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQVF 12442

Details: wagon ‘NQVF 12442 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
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19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
28.09.1991 Repair ‘STEP’.

NQVF 12443

Details: wagon ‘NQVF 12443 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

NQVF 12445

Details: wagon ‘NQVF 12445 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘SIDE STEP’.

NQVF 12446

Details: wagon ‘NQVF 12446 Q’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

31.05.1991 Repair ‘SIDE STEP’.

NQVF 12447

Details: wagon ‘NQVF 12447 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVX 12447
BSG Code: NSQQ

Capacity of 55 tonnes

NQVF 12448

01.06.1988 Reclassified from wagon ‘NQVF 12448 L’ to ’ wagon ‘NQVX 12448 Y’.

NQVF 12450

Details: wagon ‘NQVF 12450 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘BRAKE BLOCK RB95’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Repair ‘WHEEL SET’.

NQVF 12451

Details: wagon ‘NQVF 12451 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

NQVF 12452

Details: wagon ‘NQVF 12452 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

07.12.1989 Repair ‘SIDE STEP’.
09.04.1990 Repair ‘SIDE STEP’.

NQVF 12454

Details: wagon ‘NQVF 12454 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

NQVF 12455

Details: wagon ‘NQVF 12455 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes
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NQVF 12457

Details: wagon ‘NQVF 12457 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQVX 12457
BSG Code: NSQZ

Capacity of 55 tonnes

22.02.1991 Repair ‘SIDE STEP’.
19.06.1992 Repair ‘SIDE STEP’.

NQVF 12458

Details: wagon ‘NQVF 12458 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVX 12458
BSG Code: NSQQ

Capacity of 55 tonnes

06.10.1989 Repair ‘SIDE STEP’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘WHEEL SET’.
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NQVF 12459

Details: wagon ‘NQVF 12459 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 55 tonnes

28.10.1991 Repair ‘HANDRAILS’.
10.12.1991 Repair ‘SIDE STEP’.

NQVX 12402

31.05.1988 Reclassified from wagon ‘NQVX 12402 U’ to ’ wagon ‘NQVF 12402 R’.

NQVX 12403

30.06.1987 Reclassified from wagon ‘NQVX 12403 G’ to ’ wagon ‘NQVF 12403 D’.

NQVX 12405

Details: wagon ‘NQVX 12405 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

07.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
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13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘TRAIN PIPE (END)’.
13.03.1991 Repair ‘TRAIN PIPE’.

NQVX 12406

Details: wagon ‘NQVX 12406 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12408

Details: wagon ‘NQVX 12408 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 53 tonnes

14.03.1988 Reclassified from wagon ‘NQVX 12408 F’ to ’ wagon ‘NQVF 12408 C’.

NQVX 12409

12.11.1987 Reclassified from wagon ‘NQVX 12409 Y’ to ’ wagon ‘NQVF 12409 L’.
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NQVX 12410

Details: wagon ‘NQVX 12410 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

23.12.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
31.12.1989 Repair ‘HANDBRAKE HANDLE’.
12.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1993 Repair ‘SIDE STEP’.
28.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

NQVX 12416

Details: wagon ‘NQVX 12416 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

30.07.1989 Repair ‘END HOSE’.
05.10.1989 Repair ‘END HOSE’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘SIDE STEP’.
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NQVX 12417

24.11.1987 Reclassified from wagon ‘NQVX 12417 E’ to ’ wagon ‘NQVF 12417 B’.

NQVX 12418

Details: wagon ‘NQVX 12418 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12419

Details: wagon ‘NQVX 12419 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘END BRAKE COCK’.
24.09.1991 Repair ‘END HOSE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘TRAIN PIPE (END)’.
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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NQVX 12420

Details: wagon ‘NQVX 12420 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVF 12420 P
BSG Code: NXQQ

Capacity of 53 tonnes

27.03.1990 Repair ‘VEHICLE RECLASSIFY’.
27.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQVF 12420 P’

NQVX 12429

Details: wagon ‘NQVX 12429 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12433

Details: wagon ‘NQVX 12433 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12436

Details: wagon ‘NQVX 12436 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 53 tonnes

25.05.1987 Reclassified from wagon ‘NQVX 12436 L’ to ’ wagon ‘NQVF 12436 X’.

NQVX 12437

Details: wagon ‘NQVX 12437 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes
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NQVX 12438

Details: wagon ‘NQVX 12438 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

27.12.1991 Repair ‘END HOSE’.

NQVX 12439

Details: wagon ‘NQVX 12439 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

09.12.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘SIDE STEP’.
04.05.1992 Repair ‘SIDE STEP’.

NQVX 12440

Details: wagon ‘NQVX 12440 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12441

Details: wagon ‘NQVX 12441 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12442

Details: wagon ‘NQVX 12442 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes
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NQVX 12444

Details: wagon ‘NQVX 12444 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

15.03.1990 Repair ‘SIDE STEP’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BEARINGS’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘WHEEL SET’.

NQVX 12445

Details: wagon ‘NQVX 12445 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12447

16.07.1987 Reclassified from wagon ‘NQVX 12447 F’ to ’ wagon ‘NQVF 12447 C’.
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NQVX 12448

Details: wagon ‘NQVX 12448 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQVF 12448
BSG Code: NXQQ

Capacity of 53 tonnes

NQVX 12449

Details: wagon ‘NQVX 12449 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

24.07.1989 Repair ‘SIDE STEP’.
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRANCH PIPE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘SIDE STEP’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Repair ‘CENTRE SILL’.
02.11.1990 Repair ‘COUPLER COMPLETE’.
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02.11.1990 Repair ‘EMPTY LOAD VALVE’.
02.11.1990 Repair ‘END HOSE’.
02.11.1990 Repair ‘END SILL’.
02.11.1990 Repair ‘FLOOR SUPPORT’.
02.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1990 Repair ‘HANDBRAKE HANDLE’.
02.11.1990 Repair ‘SIDE BEARER’.
02.11.1990 Repair ‘SIDE SILL’.
02.11.1990 Repair ‘SIDE STEP’.
02.11.1990 Repair ‘STEP’.
02.11.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1990 Repair ‘TRAIN PIPE’.
02.11.1990 Repair ‘TWIST LOCK’.
02.11.1990 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.

NQVX 12451

Details: wagon ‘NQVX 12451 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12453

Details: wagon ‘NQVX 12453 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ
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Capacity of 53 tonnes

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BRAKE BLOCK RB95’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
31.05.1991 Repair ‘SIDE STEP’.
04.01.1992 Repair ‘STEP’.

NQVX 12454

Details: wagon ‘NQVX 12454 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXQZ

Capacity of 53 tonnes

NQVX 12456

Details: wagon ‘NQVX 12456 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQVF 12456 B
BSG Code: NXQZ

Capacity of 53 tonnes

10.08.1988 Reclassified from wagon ‘NQVX 12456 E’ to ’ wagon ‘NQVF 12456 B’.
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NQVX 12457

12.04.1988 Reclassified from wagon ‘NQVX 12457 N’ to ’ wagon ‘NQVF 12457 K’.

NQVX 12458

16.07.1987 Reclassified from wagon ‘NQVX 12458 W’ to ’ wagon ‘NQVF 12458 T’.

2.511 Wagon classification starting with ‘NQW’

NQWW 22002

11.12.1989 Reclassified from wagon ‘NQWW 22002 T’ to ’ wagon ‘NQGW 22002 R’.

NQWW 22003

21.05.1990 Repair ‘SIDE STEP’.
03.09.1990 Repair ‘END HOSE’.
02.03.1992 Repair ‘WHEEL SET’.
07.10.1994 Reclassified from wagon ‘NQWW 22003 F’ to ’ wagon ‘RQWW 22003 J’.

NQWW 22004

01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘TWIST LOCK’.
17.08.1994 Reclassified from wagon ‘NQWW 22004 Y’ to ’ wagon ‘RQWW 22004 S’.

NQWW 22005

01.06.1990 Repair ‘HANDRAILS’.
06.09.1990 Repair ‘SIDE STEP’.
02.09.1992 Repair ‘HANDRAILS’.
02.09.1992 Repair ‘SIDE STEP’.
14.06.1994 Reclassified from wagon ‘NQWW 22005 A’ to ’ wagon ‘RQWW 22005 E’.

NQWW 22006

01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQTW 22006 A’
03.04.1992 Repair ‘TWIST LOCK’.
11.05.1993 Repair ‘HANDRAILS’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Reclassified from wagon ‘NQWW 22006 J’ to ’ wagon ‘RQWW 22006 N’.

NQWW 22007

14.08.1989 Repair ‘TWIST LOCK’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Reclassified from wagon ‘NQWW 22007 S’ to ’ wagon ‘RQWW 22007 W’.
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NQWW 22008

30.05.1990 Repair ‘SIDE MEMBER’.
14.10.1994 Reclassified from wagon ‘NQWW 22008 E’ to ’ wagon ‘RQWW 22008 X’.

NQWW 22009

24.05.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Reclassified from wagon ‘NQWW 22009 N’ to ’ wagon ‘RQWW 22009 R’.

NQWW 22010

28.07.1993 Repair ‘HANDRAILS’.
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘WHEEL SET’.
27.08.1994 Reclassified from wagon ‘NQWW 22010 J’ to ’ wagon ‘RQWW 22010 N’.

NQWW 22013

21.04.1992 Repair ‘END HOSE’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘TWIST LOCK’.
18.05.1994 Reclassified from wagon ‘NQWW 22013 N’ to ’ wagon ‘RQWW 22013 R’.

NQWW 22014

19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘WHEEL SET’.
09.10.1993 Repair ‘HANDRAILS’.
25.07.1994 Reclassified from wagon ‘NQWW 22014 W’ to ’ wagon ‘RQWW 22014 D’.

NQWW 22015

29.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1994 Reclassified from wagon ‘NQWW 22015 X’ to ’ wagon ‘RQWW 22015 M’.

NQWW 22016

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE BEARINGS’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
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15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
25.11.1989 Repair ‘AXLEBOX’.
25.11.1989 Repair ‘AXLEBOX’.
05.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘BRAKE PULL ROD’.
04.03.1991 Repair ‘COUPLER COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘END HOSE’.
04.03.1991 Repair ‘SIDE BEARER’.
04.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1991 Repair ‘YOKE COMPLETE’.
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘SIDE SILL’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1991 Repair ‘WHEEL SET’.
10.10.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
14.10.1994 Reclassified from wagon ‘NQWW 22016 R’ to ’ wagon ‘RQWW 22016 V’.

NQWW 22017

16.11.1991 Repair ‘END HOSE’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Reclassified from wagon ‘NQWW 22017 D’ to ’ wagon ‘RQWW 22017 H’.

NQWW 22018

16.11.1994 Reclassified from wagon ‘NQWW 22018 M’ to ’ wagon ‘RQWW 22018 Q’.

NQWW 22019

11.06.1990 Repair ‘BRAKE BLOCK RB101’.
11.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.06.1990 Repair ‘BRAKE LEVER’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1990 Repair ‘WHEEL SET’.
18.12.1990 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘SIDE SILL’.
28.11.1992 Repair ‘SIDE SILL’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
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27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Reclassified from wagon ‘NQWW 22019 V’ to ’ wagon ‘RQWW 22019 C’.

NQWW 22020

01.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1994 Reclassified from wagon ‘NQWW 22020 R’ to ’ wagon ‘RQWW 22020 V’.

NQWW 22021

23.08.1991 Reclassified from wagon ‘NQWW 22021 D’ to ’ wagon ‘NQTW 22021 R’.
15.08.1994 Reclassified from wagon ‘NQWW 22021 D’ to ’ wagon ‘RQWW 22021 H’.

NQWW 22022

22.01.1991 Repair ‘VEHICLE RECLASSIFY’.
22.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQTW 22022 D’
28.01.1991 Repair ‘HANDRAILS END’.
25.02.1991 Repair ‘SIDE STEP’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BRAKE LEVER’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Reclassified from wagon ‘NQWW 22022 M’ to ’ wagon ‘RQWW 22022 Q’.

NQWW 22023

19.02.1993 Repair ‘BOGIE BEARINGS’.
03.11.1994 Reclassified from wagon ‘NQWW 22023 V’ to ’ wagon ‘RQWW 22023 C’.

NQWW 22024

07.02.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Reclassified from wagon ‘NQWW 22024 H’ to ’ wagon ‘RQWW 22024 L’.

NQWW 22025

16.12.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1993 Repair ‘END HOSE’.
27.07.1994 Reclassified from wagon ‘NQWW 22025 Q’ to ’ wagon ‘RQWW 22025 U’.

NQWW 22027

16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘EMPTY LOAD VALVE’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
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03.11.1994 Reclassified from wagon ‘NQWW 22027 L’ to ’ wagon ‘RQWW 22027 P’.

NQWW 22028

24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1991 Repair ‘SIDE STEP’.
30.09.1994 Reclassified from wagon ‘NQWW 22028 U’ to ’ wagon ‘RQWW 22028 B’.

NQWW 22029

26.09.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘END HOSE’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘WHEEL SET’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Reclassified from wagon ‘NQWW 22029 G’ to ’ wagon ‘RQWW 22029 K’.

NQWW 22030

13.06.1994 Reclassified from wagon ‘NQWW 22030 C’ to ’ wagon ‘RQWW 22030 G’.

NQWW 22031

13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘END HOSE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘WEAR PLATES & SADDLES’.
20.12.1990 Repair ‘END HOSE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘NQWW 22031 L’ to ’ wagon ‘RQWW 22031 P’.

NQWW 22032

28.10.1994 Reclassified from wagon ‘NQWW 22032 U’ to ’ wagon ‘RQWW 22032 B’.

2.512 Wagon classification starting with ‘NQZ’

NQZA 29621

Details: wagon ‘NQZA 29621 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60340

Details: wagon ‘NQZA 60340 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60341

Details: wagon ‘NQZA 60341 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60342

Details: wagon ‘NQZA 60342 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60343

Details: wagon ‘NQZA 60343 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60344

Details: wagon ‘NQZA 60344 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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NQZA 60345

Details: wagon ‘NQZA 60345 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60346

Details: wagon ‘NQZA 60346 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLTX 29495
BSG Code: NSQZ

NQZA 60347

Details: wagon ‘NQZA 60347 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60348

Details: wagon ‘NQZA 60348 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60349

Details: wagon ‘NQZA 60349 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60350

Details: wagon ‘NQZA 60350 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60351

Details: wagon ‘NQZA 60351 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60352

Details: wagon ‘NQZA 60352 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60353

Details: wagon ‘NQZA 60353 S’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60354

Details: wagon ‘NQZA 60354 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60355

Details: wagon ‘NQZA 60355 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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NQZA 60356

Details: wagon ‘NQZA 60356 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60357

Details: wagon ‘NQZA 60357 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60358

Details: wagon ‘NQZA 60358 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60359

Details: wagon ‘NQZA 60359 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQZA 60360

Details: wagon ‘NQZA 60360 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60361

Details: wagon ‘NQZA 60361 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60362

Details: wagon ‘NQZA 60362 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60363

Details: wagon ‘NQZA 60363 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60364

Details: wagon ‘NQZA 60364 M’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60365

Details: wagon ‘NQZA 60365 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60366

Details: wagon ‘NQZA 60366 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLTX 31373
BSG Code: NSQQ
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NQZA 60367

Details: wagon ‘NQZA 60367 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31493
BSG Code: NSQQ

NQZA 60368

Details: wagon ‘NQZA 60368 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31397
BSG Code: NSQQ

NQZA 60369

Details: wagon ‘NQZA 60369 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60370

Details: wagon ‘NQZA 60370 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31492
BSG Code: NSQQ

NQZA 60371

Details: wagon ‘NQZA 60371 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60372

Details: wagon ‘NQZA 60372 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31528
BSG Code: NSQQ

NQZA 60373

Details: wagon ‘NQZA 60373 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31458
BSG Code: NSQQ

NQZA 60374

Details: wagon ‘NQZA 60374 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60375

Details: wagon ‘NQZA 60375 G’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31537
BSG Code: NSQQ

NQZA 60376

Details: wagon ‘NQZA 60376 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLA 10896
BSG Code: NSQQ

NQZA 60377

Details: wagon ‘NQZA 60377 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31427
BSG Code: NSQQ
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NQZA 60378

Details: wagon ‘NQZA 60378 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLA 11470
BSG Code: NSQQ

NQZA 60379

Details: wagon ‘NQZA 60379 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60380

Details: wagon ‘NQZA 60380 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989

10683



2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60381

Details: wagon ‘NQZA 60381 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60382

Details: wagon ‘NQZA 60382 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31381 R
BSG Code: NSQQ

NQZA 60383

Details: wagon ‘NQZA 60383 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60384

Details: wagon ‘NQZA 60384 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60385

Details: wagon ‘NQZA 60385 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60386

Details: wagon ‘NQZA 60386 A’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLTX 29496 V
BSG Code: NSQQ

NQZA 60387

Details: wagon ‘NQZA 60387 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

NQZA 60388

Details: wagon ‘NQZA 60388 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31423 R
BSG Code: NSQQ
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NQZA 60389

Details: wagon ‘NQZA 60389 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX GLX 31551 B
BSG Code: NSQQ

NQZA 60391

Details: wagon ‘NQZA 60391 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLHX 29571 A
BSG Code: NSQQ

NQZA 60393

Details: wagon ‘NQZA 60393 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31534 S
BSG Code: NSQQ

NQZA 60396

Details: wagon ‘NQZA 60396 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31515 L
BSG Code: NSQQ

NQZA 60397

Details: wagon ‘NQZA 60397 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 10073
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 10073 C’

NQZA 60398

Details: wagon ‘NQZA 60398 D’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 11150
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11150 S’

NQZA 60401

Details: wagon ‘NQZA 60401 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLHX 29582 R
BSG Code: NSQQ

NQZA 60404

Details: wagon ‘NQZA 60404 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31535 E
BSG Code: NSQQ

NQZA 60405

Details: wagon ‘NQZA 60405 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 29453 P
BSG Code: NSQQ

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 29453 P’

NQZA 60406

Details: wagon ‘NQZA 60406 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQZA 60407

Details: wagon ‘NQZA 60407 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

10690



2.512. Wagon classification starting with ‘NQZ’

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLTX 31472
BSG Code: NXQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLTX 31472 S’

NQZA 60408

Details: wagon ‘NQZA 60408 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31495 W
BSG Code: NSQQ

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31495 W’

NQZA 60409

Details: wagon ‘NQZA 60409 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQZA 60410

Details: wagon ‘NQZA 60410 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQZA 60411

Details: wagon ‘NQZA 60411 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGF 31553 W
BSG Code: NSQQ

NQZA 60414

Details: wagon ‘NQZA 60414 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 31459 D
BSG Code: NSQQ

NQZA 60415

Details: wagon ‘NQZA 60415 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLGX 29447 U
BSG Code: NSQQ

17.04.1990 Repair ‘VEHICLE RECLASSIFY’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 29447 U’

NQZA 60416

Details: wagon ‘NQZA 60416 U’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ
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NQZA 60417

Details: wagon ‘NQZA 60417 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQZA 60418

Details: wagon ‘NQZA 60418 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

NQZA 60419

Details: wagon ‘NQZA 60419 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NLLF 9954
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 9954 P’

NQZA 60431

Details: wagon ‘NQZA 60431 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 10695
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 10695 J’

NQZA 60432

Details: wagon ‘NQZA 60432 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 11522
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11522 R’
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NQZA 60433

Details: wagon ‘NQZA 60433 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 11302
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11302 K’

NQZA 60434

Details: wagon ‘NQZA 60434 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 11496
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11496 K’

NQZA 60435

Details: wagon ‘NQZA 60435 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 10036
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 10036 U’

NQZA 60436

Details: wagon ‘NQZA 60436 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NLLF 11498
BSG Code: NSQQ

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11498 F’

NQZA 60437

Details: wagon ‘NQZA 60437 W’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 29479 Q
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 29479 Q’

NQZA 60438

Details: wagon ‘NQZA 60438 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31398 T
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31398 T’

NQZA 60439

Details: wagon ‘NQZA 60439 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLLF 11117 D
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BSG Code: NSQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11117 D’

NQZA 60440

Details: wagon ‘NQZA 60440 N’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31555 U
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31555 U’

NQZA 60441

Details: wagon ‘NQZA 60441 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLLF 9989 P
BSG Code: NSQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 9989 P’
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NQZA 60442

Details: wagon ‘NQZA 60442 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31436 G
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31436 G’

NQZA 60443

Details: wagon ‘NQZA 60443 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLLF 10048 A
BSG Code: NSQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 10048 A’

NQZA 60444

Details: wagon ‘NQZA 60444 D’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31464 M
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31464 M’

NQZA 60445

Details: wagon ‘NQZA 60445 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLLF 11344 Y
BSG Code: NSQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 11344 Y’

NQZA 60446

Details: wagon ‘NQZA 60446 V’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 29431 E
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 29431 E’

NQZA 60447

Details: wagon ‘NQZA 60447 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31486 A
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31486 A’

NQZA 60448

Details: wagon ‘NQZA 60448 Q’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31410 F
BSG Code: NXQZ
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11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31410 F’

NQZA 60449

Details: wagon ‘NQZA 60449 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLGX 31522 P
BSG Code: NXQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLGX 31522 P’

NQZA 60450

Details: wagon ‘NQZA 60450 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLLF 9948 U
BSG Code: NSQZ

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NLLF 9948 U’

10703



2. TIMS GROUP INFORMATION - WAGONS

2.513 Wagon classification starting with ‘NRA’

NRA 562

28.07.1987 Reclassified from wagon ‘NRA 562 Q’ to ’ wagon ‘ZM 1 P’.

NRA 1023

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRA 1159

20.05.1988 Reclassified from wagon ‘NRA 1159 D’ to ’ wagon ‘FP 53 N’.

2.514 Wagon classification starting with ‘NRB’

NRB 536

20.05.1988 Reclassified from wagon ‘NRB 536 X’ to ’ wagon ‘FP 52 E’.

NRB 553

21.03.1988 Reclassified from wagon ‘NRB 553 U’ to ’ wagon ‘FP 50 J’.

NRB 818

04.07.1988 Reclassified from wagon ‘NRB 818 X’ to ’ wagon ‘FP 56 R’.

NRB 882

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRB 893

04.05.1988 Reclassified from wagon ‘NRB 893 E’ to ’ wagon ‘FP 51 S’.

NRB 903

08.08.1988 Reclassified from wagon ‘NRB 903 X’ to ’ wagon ‘FP 57 D’.

NRB 1125

16.06.1988 Reclassified from wagon ‘NRB 1125 P’ to ’ wagon ‘FP 55 X’.
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2.515 Wagon classification starting with ‘NRE’

NRE 1078

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

NRE 1112

03.08.1987 Reclassified from wagon ‘NRE 1112 M’ to ’ wagon ‘ZM 2 B’.

2.516 Wagon classification starting with ‘NRF’

NRF 969

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 997

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 1040

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 1091

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 1092

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 1110

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 1126

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

NRF 1656

24.06.1987 Reclassified from wagon ‘NRF 1656 D’ to ’ wagon ‘ZR 10 B’.
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2.517 Wagon classification starting with ‘NRJ’

NRJ 1560

25.05.1990 Reclassified from wagon ‘NRJ 1560 X’ to ’ wagon ‘AZVF 1560 C’.

2.518 Wagon classification starting with ‘NRN’

NRNX 22701

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22701 K’

NRNX 22707

06.10.1989 Repair ‘VEHICLE RECLASSIFY’.
06.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22707 E’
26.10.1990 Reclassified from wagon ‘NRNX 22707 A’ to ’ wagon ‘NBNX 22707 Y’.

NRNX 22709

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22709 N’
11.12.1989 Reclassified from wagon ‘NRNX 22709 S’ to ’ wagon ‘NBNX 22709 J’.

NRNX 22710

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22710 S’
02.12.1991 Reclassified from wagon ‘NRNX 22710 Y’ to ’ wagon ‘NRTY 22710 N’.

NRNX 22713

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22713 W’
26.09.1991 Reclassified from wagon ‘NRNX 22713 S’ to ’ wagon ‘NRTY 22713 R’.

NRNX 22715

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22715 R’
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2.518. Wagon classification starting with ‘NRN’

NRNX 22719

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22719 H’

NRNX 22721

07.11.1989 Repair ‘VEHICLE RECLASSIFY’.
07.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22721 M’
26.09.1991 Reclassified from wagon ‘NRNX 22721 X’ to ’ wagon ‘NBTY 22721 V’.

NRNX 22723

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22723 V’
02.10.1991 Reclassified from wagon ‘NRNX 22723 D’ to ’ wagon ‘NBNX 22723 R’.

NRNX 22724

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22724 H’

NRNX 22729

19.04.1990 Repair ‘VEHICLE RECLASSIFY’.
19.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNY 22729 P’

NRNX 22730

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NBNY 22730 C’

NRNY 22706

Details: wagon ‘NRNY 22706 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NRNY 22707

06.10.1989 Reclassified from wagon ‘NRNY 22707 E’ to ’ wagon ‘NRNX 22707 A’.

NRNY 22708

Details: wagon ‘NRNY 22708 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NRNY 22710

07.11.1989 Reclassified from wagon ‘NRNY 22710 S’ to ’ wagon ‘NRNX 22710 Y’.

NRNY 22711

Details: wagon ‘NRNY 22711 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.519. Wagon classification starting with ‘NRT’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

NRNY 22713

07.11.1989 Reclassified from wagon ‘NRNY 22713 W’ to ’ wagon ‘NRNX 22713 S’.

NRNY 22715

19.04.1990 Reclassified from wagon ‘NRNY 22715 R’ to ’ wagon ‘NRNX 22715 N’.

NRNY 22719

19.04.1990 Reclassified from wagon ‘NRNY 22719 H’ to ’ wagon ‘NRNX 22719 D’.

NRNY 22721

07.11.1989 Reclassified from wagon ‘NRNY 22721 M’ to ’ wagon ‘NRNX 22721 X’.

NRNY 22729

19.04.1990 Reclassified from wagon ‘NRNY 22729 P’ to ’ wagon ‘NRNX 22729 L’.

2.519 Wagon classification starting with ‘NRT’

NRTA 31209

Details: wagon ‘NRTA 31209 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSBZ

Capacity of 56 tonnes

10709



2. TIMS GROUP INFORMATION - WAGONS

NRTY 22710

02.12.1991 Repair ‘VEHICLE RECLASSIFY’.
02.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNX 22710 Y’

NRTY 22713

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NRNX 22713 S’

NRTY 22721

26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NBTY 22721 V’

2.520 Wagon classification starting with ‘NSC’

NSCF 29778

Details: wagon ‘NSCF 29778 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30289

Details: wagon ‘NSCF 30289 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
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2.520. Wagon classification starting with ‘NSC’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30351

Details: wagon ‘NSCF 30351 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30352

Details: wagon ‘NSCF 30352 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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NSCF 30353

Details: wagon ‘NSCF 30353 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30355

Details: wagon ‘NSCF 30355 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30356

Details: wagon ‘NSCF 30356 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2.520. Wagon classification starting with ‘NSC’

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30357

Details: wagon ‘NSCF 30357 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30358

Details: wagon ‘NSCF 30358 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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NSCF 30359

Details: wagon ‘NSCF 30359 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30361

Details: wagon ‘NSCF 30361 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30364

Details: wagon ‘NSCF 30364 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
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2.520. Wagon classification starting with ‘NSC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30365

Details: wagon ‘NSCF 30365 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30366

Details: wagon ‘NSCF 30366 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NSCF 30367

Details: wagon ‘NSCF 30367 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30368

Details: wagon ‘NSCF 30368 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30369

Details: wagon ‘NSCF 30369 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.520. Wagon classification starting with ‘NSC’

Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30370

Details: wagon ‘NSCF 30370 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30371

Details: wagon ‘NSCF 30371 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30372

Details: wagon ‘NSCF 30372 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30374

Details: wagon ‘NSCF 30374 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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2.520. Wagon classification starting with ‘NSC’

NSCF 30375

Details: wagon ‘NSCF 30375 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30376

Details: wagon ‘NSCF 30376 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30377

Details: wagon ‘NSCF 30377 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30378

Details: wagon ‘NSCF 30378 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30379

Details: wagon ‘NSCF 30379 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ
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2.520. Wagon classification starting with ‘NSC’

Capacity of 56 tonnes

NSCF 30380

Details: wagon ‘NSCF 30380 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30381

Details: wagon ‘NSCF 30381 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30382

Details: wagon ‘NSCF 30382 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30383

Details: wagon ‘NSCF 30383 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30384

Details: wagon ‘NSCF 30384 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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2.520. Wagon classification starting with ‘NSC’

NSCF 30386

Details: wagon ‘NSCF 30386 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30389

Details: wagon ‘NSCF 30389 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

Capacity of 20 cattle

NSCF 30390

Details: wagon ‘NSCF 30390 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSCZ

NSCF 30392

Details: wagon ‘NSCF 30392 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30393

Details: wagon ‘NSCF 30393 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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2.520. Wagon classification starting with ‘NSC’

NSCF 30394

Details: wagon ‘NSCF 30394 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30396

Details: wagon ‘NSCF 30396 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30397

Details: wagon ‘NSCF 30397 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30398

Details: wagon ‘NSCF 30398 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30399

Details: wagon ‘NSCF 30399 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

10726



2.520. Wagon classification starting with ‘NSC’

Capacity of 56 tonnes

NSCF 30400

Details: wagon ‘NSCF 30400 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30801

Details: wagon ‘NSCF 30801 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30802

Details: wagon ‘NSCF 30802 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30804

Details: wagon ‘NSCF 30804 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30805

Details: wagon ‘NSCF 30805 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.520. Wagon classification starting with ‘NSC’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30806

Details: wagon ‘NSCF 30806 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30807

Details: wagon ‘NSCF 30807 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30809

Details: wagon ‘NSCF 30809 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30810

Details: wagon ‘NSCF 30810 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30812

Details: wagon ‘NSCF 30812 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.520. Wagon classification starting with ‘NSC’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30814

Details: wagon ‘NSCF 30814 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30817

Details: wagon ‘NSCF 30817 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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NSCF 30819

Details: wagon ‘NSCF 30819 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30820

Details: wagon ‘NSCF 30820 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30821

Details: wagon ‘NSCF 30821 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
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2.520. Wagon classification starting with ‘NSC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30822

Details: wagon ‘NSCF 30822 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30827

Details: wagon ‘NSCF 30827 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ
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Capacity of 56 tonnes

NSCF 30828

Details: wagon ‘NSCF 30828 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30829

Details: wagon ‘NSCF 30829 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30831

Details: wagon ‘NSCF 30831 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
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2.520. Wagon classification starting with ‘NSC’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30832

Details: wagon ‘NSCF 30832 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30833

Details: wagon ‘NSCF 30833 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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NSCF 30834

Details: wagon ‘NSCF 30834 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30837

Details: wagon ‘NSCF 30837 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30838

Details: wagon ‘NSCF 30838 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2.520. Wagon classification starting with ‘NSC’

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30840

Details: wagon ‘NSCF 30840 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30841

Details: wagon ‘NSCF 30841 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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NSCF 30843

Details: wagon ‘NSCF 30843 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30844

Details: wagon ‘NSCF 30844 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30845

Details: wagon ‘NSCF 30845 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
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2.520. Wagon classification starting with ‘NSC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30847

Details: wagon ‘NSCF 30847 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30848

Details: wagon ‘NSCF 30848 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ
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Capacity of 56 tonnes

NSCF 30849

Details: wagon ‘NSCF 30849 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30853

Details: wagon ‘NSCF 30853 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30854

Details: wagon ‘NSCF 30854 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.520. Wagon classification starting with ‘NSC’

Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30858

Details: wagon ‘NSCF 30858 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30862

Details: wagon ‘NSCF 30862 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30864

Details: wagon ‘NSCF 30864 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSCZ

NSCF 30865

Details: wagon ‘NSCF 30865 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30866

Details: wagon ‘NSCF 30866 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.520. Wagon classification starting with ‘NSC’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30867

Details: wagon ‘NSCF 30867 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30868

Details: wagon ‘NSCF 30868 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

10743



2. TIMS GROUP INFORMATION - WAGONS

NSCF 30870

Details: wagon ‘NSCF 30870 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30871

Details: wagon ‘NSCF 30871 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30872

Details: wagon ‘NSCF 30872 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
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2.520. Wagon classification starting with ‘NSC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30875

Details: wagon ‘NSCF 30875 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30876

Details: wagon ‘NSCF 30876 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ
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Capacity of 56 tonnes

NSCF 30879

Details: wagon ‘NSCF 30879 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30880

Details: wagon ‘NSCF 30880 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30881

Details: wagon ‘NSCF 30881 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.520. Wagon classification starting with ‘NSC’

Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CATTLE
BSG Code: NSCX

NSCF 30882

Details: wagon ‘NSCF 30882 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30885

Details: wagon ‘NSCF 30885 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes
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NSCF 30886

Details: wagon ‘NSCF 30886 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30888

Details: wagon ‘NSCF 30888 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30891

Details: wagon ‘NSCF 30891 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne

10748



2.520. Wagon classification starting with ‘NSC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30893

Details: wagon ‘NSCF 30893 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30894

Details: wagon ‘NSCF 30894 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ
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Capacity of 56 tonnes

NSCF 30895

Details: wagon ‘NSCF 30895 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30896

Details: wagon ‘NSCF 30896 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30898

Details: wagon ‘NSCF 30898 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

10750



2.521. Wagon classification starting with ‘NSS’

Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

NSCF 30899

Details: wagon ‘NSCF 30899 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSCZ

Capacity of 56 tonnes

2.521 Wagon classification starting with ‘NSS’

NSSF 29851

Details: wagon ‘NSSF 29851 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29854

Details: wagon ‘NSSF 29854 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29860

Details: wagon ‘NSSF 29860 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes
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2.521. Wagon classification starting with ‘NSS’

NSSF 29862

Details: wagon ‘NSSF 29862 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29871

Details: wagon ‘NSSF 29871 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29876

Details: wagon ‘NSSF 29876 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29888

Details: wagon ‘NSSF 29888 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29897

Details: wagon ‘NSSF 29897 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ
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2.521. Wagon classification starting with ‘NSS’

Capacity of 56 tonnes

NSSF 29902

Details: wagon ‘NSSF 29902 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29916

Details: wagon ‘NSSF 29916 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29921

Details: wagon ‘NSSF 29921 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29922

Details: wagon ‘NSSF 29922 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29931

Details: wagon ‘NSSF 29931 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.521. Wagon classification starting with ‘NSS’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 29968

Details: wagon ‘NSSF 29968 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30016

Details: wagon ‘NSSF 30016 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes
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NSSF 30022

Details: wagon ‘NSSF 30022 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30025

Details: wagon ‘NSSF 30025 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30026

Details: wagon ‘NSSF 30026 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
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2.521. Wagon classification starting with ‘NSS’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30028

Details: wagon ‘NSSF 30028 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30057

Details: wagon ‘NSSF 30057 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ
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Capacity of 56 tonnes

NSSF 30082

Details: wagon ‘NSSF 30082 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30087

Details: wagon ‘NSSF 30087 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30092

Details: wagon ‘NSSF 30092 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.521. Wagon classification starting with ‘NSS’

Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30094

Details: wagon ‘NSSF 30094 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30108

Details: wagon ‘NSSF 30108 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

10761



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30110

Details: wagon ‘NSSF 30110 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30113

Details: wagon ‘NSSF 30113 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes
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2.521. Wagon classification starting with ‘NSS’

NSSF 30115

Details: wagon ‘NSSF 30115 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30124

Details: wagon ‘NSSF 30124 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30131

Details: wagon ‘NSSF 30131 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne

10763



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30136

Details: wagon ‘NSSF 30136 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30139

Details: wagon ‘NSSF 30139 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ
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2.521. Wagon classification starting with ‘NSS’

Capacity of 56 tonnes

NSSF 30161

Details: wagon ‘NSSF 30161 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30164

Details: wagon ‘NSSF 30164 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30166

Details: wagon ‘NSSF 30166 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30170

Details: wagon ‘NSSF 30170 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30175

Details: wagon ‘NSSF 30175 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.521. Wagon classification starting with ‘NSS’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30179

Details: wagon ‘NSSF 30179 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30183

Details: wagon ‘NSSF 30183 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: SHEEP
BSG Code: NSSX

NSSF 30184

Details: wagon ‘NSSF 30184 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30188

Details: wagon ‘NSSF 30188 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30197

Details: wagon ‘NSSF 30197 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.521. Wagon classification starting with ‘NSS’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30202

Details: wagon ‘NSSF 30202 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30212

Details: wagon ‘NSSF 30212 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes
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NSSF 30216

Details: wagon ‘NSSF 30216 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30217

Details: wagon ‘NSSF 30217 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30221

Details: wagon ‘NSSF 30221 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
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2.521. Wagon classification starting with ‘NSS’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30222

Details: wagon ‘NSSF 30222 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30228

Details: wagon ‘NSSF 30228 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ
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Capacity of 56 tonnes

NSSF 30235

Details: wagon ‘NSSF 30235 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30242

Details: wagon ‘NSSF 30242 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30249

Details: wagon ‘NSSF 30249 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.521. Wagon classification starting with ‘NSS’

Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30251

Details: wagon ‘NSSF 30251 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30253

Details: wagon ‘NSSF 30253 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30258

Details: wagon ‘NSSF 30258 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30263

Details: wagon ‘NSSF 30263 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes
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2.522. Wagon classification starting with ‘NTA’

NSSF 30265

Details: wagon ‘NSSF 30265 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

NSSF 30271

Details: wagon ‘NSSF 30271 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSSZ

Capacity of 56 tonnes

2.522 Wagon classification starting with ‘NTA’

NTAF 3118

Details: wagon ‘NTAF 3118 C’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
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Length Over Headstocks: 10.97m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: PROERTY OF CALTEX
BSG Code: NSTP

Capacity of 41500 litres

NTAF 3119

Details: wagon ‘NTAF 3119 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3122

Details: wagon ‘NTAF 3122 C’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
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2.522. Wagon classification starting with ‘NTA’

Remarks: PROPERTY OF CALTEX
BSG Code: NSTP

Capacity of 41800 litres

NTAF 3128

Details: wagon ‘NTAF 3128 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3129

Details: wagon ‘NTAF 3129 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

10777
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NTAF 3139

Details: wagon ‘NTAF 3139 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3144

Details: wagon ‘NTAF 3144 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3146

Details: wagon ‘NTAF 3146 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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2.522. Wagon classification starting with ‘NTA’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3147

Details: wagon ‘NTAF 3147 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3161

Details: wagon ‘NTAF 3161 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: OWNED BY CALTEX
BSG Code: NSTP
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Capacity of 45460 litres

NTAF 3162

Details: wagon ‘NTAF 3162 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3163

Details: wagon ‘NTAF 3163 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3168

Details: wagon ‘NTAF 3168 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.522. Wagon classification starting with ‘NTA’

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3169

Details: wagon ‘NTAF 3169 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3170

Details: wagon ‘NTAF 3170 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

10781



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3171

Details: wagon ‘NTAF 3171 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3180

Details: wagon ‘NTAF 3180 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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2.522. Wagon classification starting with ‘NTA’

NTAF 3181

Details: wagon ‘NTAF 3181 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3182

Details: wagon ‘NTAF 3182 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3212

Details: wagon ‘NTAF 3212 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3213

Details: wagon ‘NTAF 3213 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3214

Details: wagon ‘NTAF 3214 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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2.522. Wagon classification starting with ‘NTA’

Capacity of 56 tonnes

NTAF 3215

Details: wagon ‘NTAF 3215 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3216

Details: wagon ‘NTAF 3216 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3217

Details: wagon ‘NTAF 3217 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3218

Details: wagon ‘NTAF 3218 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3219

Details: wagon ‘NTAF 3219 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.522. Wagon classification starting with ‘NTA’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3220

Details: wagon ‘NTAF 3220 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3221

Details: wagon ‘NTAF 3221 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 3222

Details: wagon ‘NTAF 3222 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3223

Details: wagon ‘NTAF 3223 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3243

Details: wagon ‘NTAF 3243 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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2.522. Wagon classification starting with ‘NTA’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3244

Details: wagon ‘NTAF 3244 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3245

Details: wagon ‘NTAF 3245 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: OWNED BY CALTEX
BSG Code: NSTP
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Capacity of 45460 litres

NTAF 3260

Details: wagon ‘NTAF 3260 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3261

Details: wagon ‘NTAF 3261 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3263

Details: wagon ‘NTAF 3263 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.522. Wagon classification starting with ‘NTA’

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3273

Details: wagon ‘NTAF 3273 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3274

Details: wagon ‘NTAF 3274 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3279

Details: wagon ‘NTAF 3279 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3280

Details: wagon ‘NTAF 3280 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

10792



2.522. Wagon classification starting with ‘NTA’

NTAF 3281

Details: wagon ‘NTAF 3281 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3283

Details: wagon ‘NTAF 3283 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3284

Details: wagon ‘NTAF 3284 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3285

Details: wagon ‘NTAF 3285 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3286

Details: wagon ‘NTAF 3286 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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2.522. Wagon classification starting with ‘NTA’

Capacity of 56 tonnes

NTAF 3287

Details: wagon ‘NTAF 3287 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3288

Details: wagon ‘NTAF 3288 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3289

Details: wagon ‘NTAF 3289 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3290

Details: wagon ‘NTAF 3290 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3291

Details: wagon ‘NTAF 3291 K’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
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2.522. Wagon classification starting with ‘NTA’

Remarks: PROPERTY OF CALTEX
BSG Code: NSTP

Capacity of 46000 litres

NTAF 3292

Details: wagon ‘NTAF 3292 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3293

Details: wagon ‘NTAF 3293 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 3298

Details: wagon ‘NTAF 3298 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3299

Details: wagon ‘NTAF 3299 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3300

Details: wagon ‘NTAF 3300 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3301

Details: wagon ‘NTAF 3301 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3302

Details: wagon ‘NTAF 3302 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 3303

Details: wagon ‘NTAF 3303 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3329

Details: wagon ‘NTAF 3329 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3330

Details: wagon ‘NTAF 3330 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.522. Wagon classification starting with ‘NTA’

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3331

Details: wagon ‘NTAF 3331 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3332

Details: wagon ‘NTAF 3332 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3333

Details: wagon ‘NTAF 3333 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3334

Details: wagon ‘NTAF 3334 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 3335

Details: wagon ‘NTAF 3335 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3336

Details: wagon ‘NTAF 3336 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3340

Details: wagon ‘NTAF 3340 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3341

Details: wagon ‘NTAF 3341 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3342

Details: wagon ‘NTAF 3342 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 3343

Details: wagon ‘NTAF 3343 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3344

Details: wagon ‘NTAF 3344 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3345

Details: wagon ‘NTAF 3345 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3346

Details: wagon ‘NTAF 3346 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3349

Details: wagon ‘NTAF 3349 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3353

Details: wagon ‘NTAF 3353 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3354

Details: wagon ‘NTAF 3354 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 3355

Details: wagon ‘NTAF 3355 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.3m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 76 tonnes

NTAF 3356

Details: wagon ‘NTAF 3356 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3358

Details: wagon ‘NTAF 3358 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3359

Details: wagon ‘NTAF 3359 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3360

Details: wagon ‘NTAF 3360 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 3361

Details: wagon ‘NTAF 3361 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3363

Details: wagon ‘NTAF 3363 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3364

Details: wagon ‘NTAF 3364 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 3367

Details: wagon ‘NTAF 3367 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4001

Details: wagon ‘NTAF 4001 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 4002

Details: wagon ‘NTAF 4002 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4003

Details: wagon ‘NTAF 4003 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4005

Details: wagon ‘NTAF 4005 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4006

Details: wagon ‘NTAF 4006 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4007

Details: wagon ‘NTAF 4007 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4008

Details: wagon ‘NTAF 4008 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4009

Details: wagon ‘NTAF 4009 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4010

Details: wagon ‘NTAF 4010 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4011

Details: wagon ‘NTAF 4011 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4012

Details: wagon ‘NTAF 4012 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4013

Details: wagon ‘NTAF 4013 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4014

Details: wagon ‘NTAF 4014 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 4015

Details: wagon ‘NTAF 4015 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4016

Details: wagon ‘NTAF 4016 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4017

Details: wagon ‘NTAF 4017 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4018

Details: wagon ‘NTAF 4018 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4019

Details: wagon ‘NTAF 4019 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4020

Details: wagon ‘NTAF 4020 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4021

Details: wagon ‘NTAF 4021 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4022

Details: wagon ‘NTAF 4022 B’ in AN ‘Mainland Division’.

Owner: AMPOL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: EX ATCL,NTAF;CALTEX(AMPOL OWNED);AN BOG.
BSG Code: NXTP

Capacity of 45460 litres

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘ATCL 4022 S’

NTAF 4023

Details: wagon ‘NTAF 4023 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4024

Details: wagon ‘NTAF 4024 T’ in AN ‘Mainland Division’.
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Owner: AMPOL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: EX ATCL,NTAF;CALTEX(AMPOL OWNED);AN BOG.
BSG Code: NXTP

Capacity of 46440 litres

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘ATCL 4024 N’

NTAF 4025

Details: wagon ‘NTAF 4025 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4026

Details: wagon ‘NTAF 4026 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
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Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4027

Details: wagon ‘NTAF 4027 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4028

Details: wagon ‘NTAF 4028 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4029

Details: wagon ‘NTAF 4029 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4030

Details: wagon ‘NTAF 4030 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4034

Details: wagon ‘NTAF 4034 E’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4035

Details: wagon ‘NTAF 4035 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4036

Details: wagon ‘NTAF 4036 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4037

02.10.1992 Reclassified from wagon ‘NTAF 4037 X’ to ’ wagon ‘ATJY 4037 G’.

NTAF 4038

Details: wagon ‘NTAF 4038 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4039

Details: wagon ‘NTAF 4039 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 4040

Details: wagon ‘NTAF 4040 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4041

Details: wagon ‘NTAF 4041 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4042

Details: wagon ‘NTAF 4042 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4043

Details: wagon ‘NTAF 4043 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4044

Details: wagon ‘NTAF 4044 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4045

Details: wagon ‘NTAF 4045 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4046

Details: wagon ‘NTAF 4046 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4048

Details: wagon ‘NTAF 4048 C’ in AN ‘Mainland Division’.

Owner: AMPOL
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: EX ATCL,NTAF;CALTEX(AMPOL OWNED);AN BOG.
BSG Code: NXTP

Capacity of 49140 litres

10.03.1992 Repair ‘VEHICLE RECLASSIFY’.
10.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘ATCL 4048 T’

NTAF 4049

Details: wagon ‘NTAF 4049 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4050

Details: wagon ‘NTAF 4050 H’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4051

Details: wagon ‘NTAF 4051 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4052

Details: wagon ‘NTAF 4052 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4053

Details: wagon ‘NTAF 4053 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4054

Details: wagon ‘NTAF 4054 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4055

Details: wagon ‘NTAF 4055 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4056

Details: wagon ‘NTAF 4056 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4057

Details: wagon ‘NTAF 4057 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4060

Details: wagon ‘NTAF 4060 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4061

Details: wagon ‘NTAF 4061 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 4062

Details: wagon ‘NTAF 4062 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4065

Details: wagon ‘NTAF 4065 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4066

Details: wagon ‘NTAF 4066 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: EX NTBF 4066 D
BSG Code: NSTP

Capacity of 56 tonnes

07.03.1992 Repair ‘VEHICLE RECLASSIFY’.
07.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 4066 D’

NTAF 4067

Details: wagon ‘NTAF 4067 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 56 tonnes

NTAF 4068

Details: wagon ‘NTAF 4068 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4070

Details: wagon ‘NTAF 4070 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4071

Details: wagon ‘NTAF 4071 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4501

Details: wagon ‘NTAF 4501 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4502

Details: wagon ‘NTAF 4502 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4503

Details: wagon ‘NTAF 4503 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4504

Details: wagon ‘NTAF 4504 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4505

Details: wagon ‘NTAF 4505 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 4506

Details: wagon ‘NTAF 4506 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4507

Details: wagon ‘NTAF 4507 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4508

Details: wagon ‘NTAF 4508 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

10839



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4509

Details: wagon ‘NTAF 4509 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4510

Details: wagon ‘NTAF 4510 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4512

Details: wagon ‘NTAF 4512 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4513

Details: wagon ‘NTAF 4513 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4514

Details: wagon ‘NTAF 4514 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4515

Details: wagon ‘NTAF 4515 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4516

Details: wagon ‘NTAF 4516 S’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 26.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF CALTEX
BSG Code: NSTP

Capacity of 45600 litres

NTAF 4517

Details: wagon ‘NTAF 4517 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4518

Details: wagon ‘NTAF 4518 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

10843



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NTAF 4519

Details: wagon ‘NTAF 4519 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4520

Details: wagon ‘NTAF 4520 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4521

Details: wagon ‘NTAF 4521 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4522

Details: wagon ‘NTAF 4522 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4523

Details: wagon ‘NTAF 4523 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4524

Details: wagon ‘NTAF 4524 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4525

Details: wagon ‘NTAF 4525 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4526

Details: wagon ‘NTAF 4526 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: OWNED BY CALTEX
BSG Code: NSTP

Capacity of 45460 litres

NTAF 4527

Details: wagon ‘NTAF 4527 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4528

Details: wagon ‘NTAF 4528 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4529

Details: wagon ‘NTAF 4529 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4530

Details: wagon ‘NTAF 4530 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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2.522. Wagon classification starting with ‘NTA’

Capacity of 56 tonnes

NTAF 4531

Details: wagon ‘NTAF 4531 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4532

Details: wagon ‘NTAF 4532 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4533

Details: wagon ‘NTAF 4533 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4534

Details: wagon ‘NTAF 4534 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4535

Details: wagon ‘NTAF 4535 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.522. Wagon classification starting with ‘NTA’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4536

Details: wagon ‘NTAF 4536 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4537

Details: wagon ‘NTAF 4537 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 4538

Details: wagon ‘NTAF 4538 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4539

Details: wagon ‘NTAF 4539 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4540

Details: wagon ‘NTAF 4540 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4541

Details: wagon ‘NTAF 4541 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4542

Details: wagon ‘NTAF 4542 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NSTP

Capacity of 49000 litres
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NTAF 4543

Details: wagon ‘NTAF 4543 P’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 13.11m
Tare Weight: 27.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: PROPERTY OF CALTEX
BSG Code: NSTP

Capacity of 49000 litres

NTAF 4544

Details: wagon ‘NTAF 4544 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4545

Details: wagon ‘NTAF 4545 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4546

Details: wagon ‘NTAF 4546 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4547

Details: wagon ‘NTAF 4547 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 4601

Details: wagon ‘NTAF 4601 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4602

Details: wagon ‘NTAF 4602 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4603

Details: wagon ‘NTAF 4603 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4604

Details: wagon ‘NTAF 4604 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4605

Details: wagon ‘NTAF 4605 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL

10857



2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4606

Details: wagon ‘NTAF 4606 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4607

Details: wagon ‘NTAF 4607 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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2.522. Wagon classification starting with ‘NTA’

NTAF 4608

Details: wagon ‘NTAF 4608 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4609

Details: wagon ‘NTAF 4609 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4610

Details: wagon ‘NTAF 4610 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4611

Details: wagon ‘NTAF 4611 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4612

Details: wagon ‘NTAF 4612 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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2.522. Wagon classification starting with ‘NTA’

Capacity of 56 tonnes

NTAF 4617

Details: wagon ‘NTAF 4617 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4618

Details: wagon ‘NTAF 4618 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4619

Details: wagon ‘NTAF 4619 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4620

Details: wagon ‘NTAF 4620 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 4722

Details: wagon ‘NTAF 4722 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
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Remarks: EX NTBF 4722 H
BSG Code: NSTP

Capacity of 56 tonnes

24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 4722 H’

NTAF 4723

Details: wagon ‘NTAF 4723 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: EX NTBF 4723 Q
BSG Code: NSTP

Capacity of 56 tonnes

26.06.1991 Repair ‘VEHICLE RECLASSIFY’.
26.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 4723 Q’

NTAF 4724

Details: wagon ‘NTAF 4724 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
Remarks: EX NTBF 4724 C
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BSG Code: NSTP

Capacity of 56 tonnes

28.08.1991 Repair ‘VEHICLE RECLASSIFY’.
28.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 4724 C’

NTAF 4726

19.02.1995 Reclassified from wagon ‘NTAF 4726 R’ to ’ wagon ‘WTEF 4726 P’.

NTAF 4727

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 4727 G’
19.02.1995 Reclassified from wagon ‘NTAF 4727 D’ to ’ wagon ‘WTEF 4727 B’.

NTAF 4728

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 4728 P’
20.02.1995 Reclassified from wagon ‘NTAF 4728 M’ to ’ wagon ‘WTEF 4728 K’.

NTAF 5170

21.08.1990 Reclassified from wagon ‘NTAF 5170 N’ to ’ wagon ‘ATMF 5170 N’.

NTAF 5171

Details: wagon ‘NTAF 5171 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 5172

Details: wagon ‘NTAF 5172 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5173

Details: wagon ‘NTAF 5173 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5174

Details: wagon ‘NTAF 5174 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5175

Details: wagon ‘NTAF 5175 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5192

Details: wagon ‘NTAF 5192 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 5193

Details: wagon ‘NTAF 5193 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5194

Details: wagon ‘NTAF 5194 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5195

Details: wagon ‘NTAF 5195 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5196

Details: wagon ‘NTAF 5196 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5201

Details: wagon ‘NTAF 5201 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5202

Details: wagon ‘NTAF 5202 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5203

02.03.1992 Reclassified from wagon ‘NTAF 5203 Y’ to ’ wagon ‘ATMF 5203 Y’.

NTAF 5204

Details: wagon ‘NTAF 5204 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 5205

Details: wagon ‘NTAF 5205 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Repair ‘END HOSE’.
09.07.1990 Alteration ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS TO ‘ATMF’

CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class: ‘ATMF’.
12.10.1990 Repair ‘END HOSE’.
05.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.08.1991 Repair ‘BRAKE BLOCK RB95’.
05.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
07.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.

NTAF 5206

Details: wagon ‘NTAF 5206 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW

10870



2.522. Wagon classification starting with ‘NTA’

Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5261

Details: wagon ‘NTAF 5261 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5267

09.01.1991 Reclassified from wagon ‘NTAF 5267 G’ to ’ wagon ‘ATMY 5267 N’.

NTAF 5268

Details: wagon ‘NTAF 5268 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 5269

Details: wagon ‘NTAF 5269 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5292

Details: wagon ‘NTAF 5292 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5293

18.03.1992 Reclassified from wagon ‘NTAF 5293 R’ to ’ wagon ‘ATMF 5293 R’.

NTAF 5294

Details: wagon ‘NTAF 5294 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5322

Details: wagon ‘NTAF 5322 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5323

Details: wagon ‘NTAF 5323 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5324

Details: wagon ‘NTAF 5324 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5325

Details: wagon ‘NTAF 5325 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 5326

Details: wagon ‘NTAF 5326 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

09.07.1990 Alteration ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS TO ‘ATMF’
CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class: ‘ATMF’.

01.06.1994 Repair ‘VEHICLE COMPLETE’.

NTAF 5327

Details: wagon ‘NTAF 5327 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BRAKE BLOCK RB95’.
21.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1991 Repair ‘TRAIN PIPE (END)’.
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BEARERS’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.10.1991 Repair ‘TRAIN PIPE (END)’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.

NTAF 5328

Details: wagon ‘NTAF 5328 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5329

07.12.1990 Reclassified from wagon ‘NTAF 5329 W’ to ’ wagon ‘ATMY 5329 G’.
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NTAF 5330

31.10.1990 Reclassified from wagon ‘NTAF 5330 S’ to ’ wagon ‘ATMY 5330 C’.

NTAF 5331

Details: wagon ‘NTAF 5331 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5333

Details: wagon ‘NTAF 5333 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5336

20.07.1990 Reclassified from wagon ‘NTAF 5336 D’ to ’ wagon ‘ATMY 5336 K’.
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NTAF 5337

Details: wagon ‘NTAF 5337 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5345

Details: wagon ‘NTAF 5345 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5346

20.07.1990 Reclassified from wagon ‘NTAF 5346 L’ to ’ wagon ‘ATMY 5346 S’.

NTAF 5348

23.03.1990 Reclassified from wagon ‘NTAF 5348 G’ to ’ wagon ‘ATMY 5348 N’.
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NTAF 5397

16.02.1990 Reclassified from wagon ‘NTAF 5397 Y’ to ’ wagon ‘ATMY 5397 V’.

NTAF 5398

Details: wagon ‘NTAF 5398 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5399

03.01.1991 Reclassified from wagon ‘NTAF 5399 J’ to ’ wagon ‘ATMF 5399 J’.

NTAF 5410

19.09.1990 Reclassified from wagon ‘NTAF 5410 J’ to ’ wagon ‘ATMY 5410 Q’.

NTAF 5411

01.10.1990 Reclassified from wagon ‘NTAF 5411 S’ to ’ wagon ‘ATMY 5411 C’.

NTAF 5412

Details: wagon ‘NTAF 5412 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5417

Details: wagon ‘NTAF 5417 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5418

Details: wagon ‘NTAF 5418 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5419

27.03.1990 Reclassified from wagon ‘NTAF 5419 V’ to ’ wagon ‘ATMY 5419 F’.
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NTAF 5420

Details: wagon ‘NTAF 5420 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5421

Details: wagon ‘NTAF 5421 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5422

Details: wagon ‘NTAF 5422 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5424

Details: wagon ‘NTAF 5424 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5425

Details: wagon ‘NTAF 5425 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 5431

Details: wagon ‘NTAF 5431 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5432

Details: wagon ‘NTAF 5432 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5433

Details: wagon ‘NTAF 5433 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5434

Details: wagon ‘NTAF 5434 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5435

Details: wagon ‘NTAF 5435 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5436

Details: wagon ‘NTAF 5436 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5437

Details: wagon ‘NTAF 5437 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 5440

Details: wagon ‘NTAF 5440 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5441

Details: wagon ‘NTAF 5441 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5442

Details: wagon ‘NTAF 5442 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5444

Details: wagon ‘NTAF 5444 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5445

Details: wagon ‘NTAF 5445 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 5446

Details: wagon ‘NTAF 5446 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5447

Details: wagon ‘NTAF 5447 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5448

Details: wagon ‘NTAF 5448 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5449

Details: wagon ‘NTAF 5449 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5450

Details: wagon ‘NTAF 5450 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5451

Details: wagon ‘NTAF 5451 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5452

Details: wagon ‘NTAF 5452 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

10890



2.522. Wagon classification starting with ‘NTA’

NTAF 5453

Details: wagon ‘NTAF 5453 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5454

Details: wagon ‘NTAF 5454 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5455

Details: wagon ‘NTAF 5455 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 5456

Details: wagon ‘NTAF 5456 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6003

Details: wagon ‘NTAF 6003 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6005

Details: wagon ‘NTAF 6005 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6006

Details: wagon ‘NTAF 6006 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6007

Details: wagon ‘NTAF 6007 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6008

Details: wagon ‘NTAF 6008 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6009

Details: wagon ‘NTAF 6009 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6010

Details: wagon ‘NTAF 6010 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6011

Details: wagon ‘NTAF 6011 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6012

Details: wagon ‘NTAF 6012 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6013

Details: wagon ‘NTAF 6013 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6014

Details: wagon ‘NTAF 6014 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6015

Details: wagon ‘NTAF 6015 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6016

Details: wagon ‘NTAF 6016 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6017

Details: wagon ‘NTAF 6017 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6018

Details: wagon ‘NTAF 6018 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6019

Details: wagon ‘NTAF 6019 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6020

Details: wagon ‘NTAF 6020 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6021

Details: wagon ‘NTAF 6021 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6022

Details: wagon ‘NTAF 6022 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6023

Details: wagon ‘NTAF 6023 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6024

Details: wagon ‘NTAF 6024 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6025

Details: wagon ‘NTAF 6025 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6026

Details: wagon ‘NTAF 6026 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6027

Details: wagon ‘NTAF 6027 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6028

Details: wagon ‘NTAF 6028 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6029

Details: wagon ‘NTAF 6029 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6030

Details: wagon ‘NTAF 6030 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6031

Details: wagon ‘NTAF 6031 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6032

Details: wagon ‘NTAF 6032 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6033

Details: wagon ‘NTAF 6033 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6034

Details: wagon ‘NTAF 6034 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6035

Details: wagon ‘NTAF 6035 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6036

Details: wagon ‘NTAF 6036 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6037

Details: wagon ‘NTAF 6037 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6038

Details: wagon ‘NTAF 6038 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6039

Details: wagon ‘NTAF 6039 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6042

Details: wagon ‘NTAF 6042 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6043

Details: wagon ‘NTAF 6043 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6044

Details: wagon ‘NTAF 6044 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6045

Details: wagon ‘NTAF 6045 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6046

Details: wagon ‘NTAF 6046 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6047

Details: wagon ‘NTAF 6047 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6048

Details: wagon ‘NTAF 6048 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6049

Details: wagon ‘NTAF 6049 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6050

Details: wagon ‘NTAF 6050 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6051

Details: wagon ‘NTAF 6051 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6052

Details: wagon ‘NTAF 6052 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6053

Details: wagon ‘NTAF 6053 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6054

Details: wagon ‘NTAF 6054 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6055

Details: wagon ‘NTAF 6055 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6056

Details: wagon ‘NTAF 6056 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6057

Details: wagon ‘NTAF 6057 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

10913



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6058

Details: wagon ‘NTAF 6058 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6059

Details: wagon ‘NTAF 6059 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6060

Details: wagon ‘NTAF 6060 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6061

Details: wagon ‘NTAF 6061 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6062

Details: wagon ‘NTAF 6062 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6063

Details: wagon ‘NTAF 6063 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6064

Details: wagon ‘NTAF 6064 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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2.522. Wagon classification starting with ‘NTA’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6065

Details: wagon ‘NTAF 6065 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6066

Details: wagon ‘NTAF 6066 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6067

Details: wagon ‘NTAF 6067 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6068

Details: wagon ‘NTAF 6068 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6069

Details: wagon ‘NTAF 6069 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6070

Details: wagon ‘NTAF 6070 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6071

Details: wagon ‘NTAF 6071 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6072

Details: wagon ‘NTAF 6072 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6073

Details: wagon ‘NTAF 6073 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6074

Details: wagon ‘NTAF 6074 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6075

Details: wagon ‘NTAF 6075 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6076

Details: wagon ‘NTAF 6076 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6077

Details: wagon ‘NTAF 6077 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6106

Details: wagon ‘NTAF 6106 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6107

Details: wagon ‘NTAF 6107 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6113

Details: wagon ‘NTAF 6113 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6114

Details: wagon ‘NTAF 6114 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

10923



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6118

Details: wagon ‘NTAF 6118 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6119

Details: wagon ‘NTAF 6119 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6120

Details: wagon ‘NTAF 6120 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6121

Details: wagon ‘NTAF 6121 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6122

Details: wagon ‘NTAF 6122 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6123

Details: wagon ‘NTAF 6123 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6124

Details: wagon ‘NTAF 6124 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6125

Details: wagon ‘NTAF 6125 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6126

Details: wagon ‘NTAF 6126 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 6127

Details: wagon ‘NTAF 6127 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6128

Details: wagon ‘NTAF 6128 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6129

Details: wagon ‘NTAF 6129 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6130

Details: wagon ‘NTAF 6130 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6131

Details: wagon ‘NTAF 6131 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6132

Details: wagon ‘NTAF 6132 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6133

Details: wagon ‘NTAF 6133 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 6134

Details: wagon ‘NTAF 6134 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 6135

Details: wagon ‘NTAF 6135 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7010

Details: wagon ‘NTAF 7010 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7016

Details: wagon ‘NTAF 7016 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7021

Details: wagon ‘NTAF 7021 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7022

Details: wagon ‘NTAF 7022 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7023

Details: wagon ‘NTAF 7023 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7024

Details: wagon ‘NTAF 7024 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

10933



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7025

Details: wagon ‘NTAF 7025 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7026

Details: wagon ‘NTAF 7026 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7027

Details: wagon ‘NTAF 7027 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7028

Details: wagon ‘NTAF 7028 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7029

Details: wagon ‘NTAF 7029 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7030

Details: wagon ‘NTAF 7030 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7031

Details: wagon ‘NTAF 7031 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7032

Details: wagon ‘NTAF 7032 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7060

Details: wagon ‘NTAF 7060 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

10937



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NTAF 7061

Details: wagon ‘NTAF 7061 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7062

Details: wagon ‘NTAF 7062 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7063

Details: wagon ‘NTAF 7063 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7073

Details: wagon ‘NTAF 7073 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7074

Details: wagon ‘NTAF 7074 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7076

Details: wagon ‘NTAF 7076 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7077

Details: wagon ‘NTAF 7077 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7078

Details: wagon ‘NTAF 7078 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7079

Details: wagon ‘NTAF 7079 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7080

Details: wagon ‘NTAF 7080 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7081

Details: wagon ‘NTAF 7081 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7083

Details: wagon ‘NTAF 7083 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7084

Details: wagon ‘NTAF 7084 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7085

Details: wagon ‘NTAF 7085 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7110

Details: wagon ‘NTAF 7110 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7111

Details: wagon ‘NTAF 7111 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7112

Details: wagon ‘NTAF 7112 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7113

Details: wagon ‘NTAF 7113 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7114

Details: wagon ‘NTAF 7114 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7115

Details: wagon ‘NTAF 7115 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7119

Details: wagon ‘NTAF 7119 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7120

Details: wagon ‘NTAF 7120 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7121

Details: wagon ‘NTAF 7121 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7122

Details: wagon ‘NTAF 7122 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7123

Details: wagon ‘NTAF 7123 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7124

Details: wagon ‘NTAF 7124 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7125

Details: wagon ‘NTAF 7125 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7126

Details: wagon ‘NTAF 7126 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7127

Details: wagon ‘NTAF 7127 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7128

Details: wagon ‘NTAF 7128 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7129

Details: wagon ‘NTAF 7129 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7137

Details: wagon ‘NTAF 7137 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7138

Details: wagon ‘NTAF 7138 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7201

Details: wagon ‘NTAF 7201 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7202

Details: wagon ‘NTAF 7202 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7203

Details: wagon ‘NTAF 7203 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7207

Details: wagon ‘NTAF 7207 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7217

Details: wagon ‘NTAF 7217 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7218

Details: wagon ‘NTAF 7218 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7219

Details: wagon ‘NTAF 7219 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7220

Details: wagon ‘NTAF 7220 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7223

Details: wagon ‘NTAF 7223 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7224

Details: wagon ‘NTAF 7224 F’ in AN ‘Mainland Division’.

Owner: BP AUST.
Operator: C
Length Over Headstocks: 13.72m
Tare Weight: 27.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: PETROLEUM PRODS
BSG Code: NXTP

Capacity of 45460 litres

NTAF 7226

Details: wagon ‘NTAF 7226 A’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7228

Details: wagon ‘NTAF 7228 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7229

Details: wagon ‘NTAF 7229 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7230

Details: wagon ‘NTAF 7230 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7231

Details: wagon ‘NTAF 7231 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7232

Details: wagon ‘NTAF 7232 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘BRANCH PIPE’.

NTAF 7234

Details: wagon ‘NTAF 7234 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7236

Details: wagon ‘NTAF 7236 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7237

Details: wagon ‘NTAF 7237 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7238

Details: wagon ‘NTAF 7238 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7239

Details: wagon ‘NTAF 7239 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7240

Details: wagon ‘NTAF 7240 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7241

Details: wagon ‘NTAF 7241 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7242

Details: wagon ‘NTAF 7242 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7243

Details: wagon ‘NTAF 7243 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7249

Details: wagon ‘NTAF 7249 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7251

Details: wagon ‘NTAF 7251 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7255

Details: wagon ‘NTAF 7255 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7256

Details: wagon ‘NTAF 7256 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7257

Details: wagon ‘NTAF 7257 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7258

Details: wagon ‘NTAF 7258 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7259

Details: wagon ‘NTAF 7259 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7260

Details: wagon ‘NTAF 7260 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7261

Details: wagon ‘NTAF 7261 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7262

Details: wagon ‘NTAF 7262 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7263

Details: wagon ‘NTAF 7263 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7264

Details: wagon ‘NTAF 7264 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7265

Details: wagon ‘NTAF 7265 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7266

Details: wagon ‘NTAF 7266 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7267

Details: wagon ‘NTAF 7267 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7268

Details: wagon ‘NTAF 7268 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7269

Details: wagon ‘NTAF 7269 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7270

Details: wagon ‘NTAF 7270 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7271

Details: wagon ‘NTAF 7271 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7272

Details: wagon ‘NTAF 7272 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7273

Details: wagon ‘NTAF 7273 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7274

Details: wagon ‘NTAF 7274 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7276

Details: wagon ‘NTAF 7276 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7277

Details: wagon ‘NTAF 7277 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7278

Details: wagon ‘NTAF 7278 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7279

Details: wagon ‘NTAF 7279 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7280

Details: wagon ‘NTAF 7280 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7281

Details: wagon ‘NTAF 7281 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7282

Details: wagon ‘NTAF 7282 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7283

Details: wagon ‘NTAF 7283 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7284

Details: wagon ‘NTAF 7284 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7285

Details: wagon ‘NTAF 7285 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7286

Details: wagon ‘NTAF 7286 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7287

Details: wagon ‘NTAF 7287 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7288

Details: wagon ‘NTAF 7288 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7289

Details: wagon ‘NTAF 7289 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7290

Details: wagon ‘NTAF 7290 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7291

Details: wagon ‘NTAF 7291 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTAF 7294

Details: wagon ‘NTAF 7294 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7295

Details: wagon ‘NTAF 7295 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7296

Details: wagon ‘NTAF 7296 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7297

Details: wagon ‘NTAF 7297 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7298

Details: wagon ‘NTAF 7298 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7299

Details: wagon ‘NTAF 7299 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7300

Details: wagon ‘NTAF 7300 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7301

Details: wagon ‘NTAF 7301 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7302

Details: wagon ‘NTAF 7302 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7303

Details: wagon ‘NTAF 7303 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7304

Details: wagon ‘NTAF 7304 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7305

Details: wagon ‘NTAF 7305 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

10982



2.522. Wagon classification starting with ‘NTA’

Capacity of 56 tonnes

NTAF 7306

Details: wagon ‘NTAF 7306 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7307

Details: wagon ‘NTAF 7307 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7308

Details: wagon ‘NTAF 7308 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7309

Details: wagon ‘NTAF 7309 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7310

Details: wagon ‘NTAF 7310 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7311

Details: wagon ‘NTAF 7311 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7312

Details: wagon ‘NTAF 7312 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTAF 7313

Details: wagon ‘NTAF 7313 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7314

Details: wagon ‘NTAF 7314 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7315

Details: wagon ‘NTAF 7315 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7316

Details: wagon ‘NTAF 7316 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTAF 7317

Details: wagon ‘NTAF 7317 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 18.6m
Tare Weight: 33.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

10987



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

2.523 Wagon classification starting with ‘NTB’

NTBF 3275

Details: wagon ‘NTBF 3275 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3276

Details: wagon ‘NTBF 3276 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3277

Details: wagon ‘NTBF 3277 F’ in AN ‘Mainland Division’.
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2.523. Wagon classification starting with ‘NTB’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3278

Details: wagon ‘NTBF 3278 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3279

Details: wagon ‘NTBF 3279 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3280

Details: wagon ‘NTBF 3280 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3282

Details: wagon ‘NTBF 3282 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTBF 3433

Details: wagon ‘NTBF 3433 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSTZ

NTBF 3434

Details: wagon ‘NTBF 3434 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3435

Details: wagon ‘NTBF 3435 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3436

Details: wagon ‘NTBF 3436 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3437

Details: wagon ‘NTBF 3437 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTBF 3438

Details: wagon ‘NTBF 3438 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3503

22.05.1994 Reclassified from wagon ‘NTBF 3503 D’ to ’ wagon ‘NTBX 3503 G’.

NTBF 3504

Details: wagon ‘NTBF 3504 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3505

Details: wagon ‘NTBF 3505 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3506

Details: wagon ‘NTBF 3506 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3507

Details: wagon ‘NTBF 3507 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3508

22.05.1994 Reclassified from wagon ‘NTBF 3508 C’ to ’ wagon ‘NTBX 3508 F’.

NTBF 3509

Details: wagon ‘NTBF 3509 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3510

Details: wagon ‘NTBF 3510 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTBF 3511

03.02.1993 Reclassified from wagon ‘NTBF 3511 Q’ to ’ wagon ‘NTBX 3511 T’.

NTBF 3512

Details: wagon ‘NTBF 3512 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3513

Details: wagon ‘NTBF 3513 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3514

Details: wagon ‘NTBF 3514 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3515

Details: wagon ‘NTBF 3515 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 3516

14.12.1992 Repair ‘HANDRAILS END’.
14.12.1992 Repair ‘SIDE STEP’.
03.02.1993 Reclassified from wagon ‘NTBF 3516 P’ to ’ wagon ‘NTBX 3516 S’.

NTBF 3517

26.10.1994 Reclassified from wagon ‘NTBF 3517 B’ to ’ wagon ‘NTBX 3517 E’.

NTBF 4033

Details: wagon ‘NTBF 4033 V’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4063

Details: wagon ‘NTBF 4063 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4064

Details: wagon ‘NTBF 4064 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4066

07.03.1992 Reclassified from wagon ‘NTBF 4066 D’ to ’ wagon ‘NTAF 4066 A’.

NTBF 4067

Details: wagon ‘NTBF 4067 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4069

Details: wagon ‘NTBF 4069 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTBF 4700

Details: wagon ‘NTBF 4700 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4701

Details: wagon ‘NTBF 4701 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4702

Details: wagon ‘NTBF 4702 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.523. Wagon classification starting with ‘NTB’

Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4703

Details: wagon ‘NTBF 4703 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4704

Details: wagon ‘NTBF 4704 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4705

Details: wagon ‘NTBF 4705 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4706

Details: wagon ‘NTBF 4706 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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2.523. Wagon classification starting with ‘NTB’

NTBF 4707

Details: wagon ‘NTBF 4707 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4708

Details: wagon ‘NTBF 4708 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4709

Details: wagon ‘NTBF 4709 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4710

Details: wagon ‘NTBF 4710 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4711

Details: wagon ‘NTBF 4711 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTBF 4712

Details: wagon ‘NTBF 4712 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4713

Details: wagon ‘NTBF 4713 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4714

Details: wagon ‘NTBF 4714 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4715

Details: wagon ‘NTBF 4715 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4716

Details: wagon ‘NTBF 4716 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4717

Details: wagon ‘NTBF 4717 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4718

Details: wagon ‘NTBF 4718 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTBF 4719

Details: wagon ‘NTBF 4719 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4720

Details: wagon ‘NTBF 4720 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4721

Details: wagon ‘NTBF 4721 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4722

24.09.1991 Reclassified from wagon ‘NTBF 4722 H’ to ’ wagon ‘NTAF 4722 E’.

NTBF 4723

26.06.1991 Reclassified from wagon ‘NTBF 4723 Q’ to ’ wagon ‘NTAF 4723 N’.

NTBF 4724

28.08.1991 Reclassified from wagon ‘NTBF 4724 C’ to ’ wagon ‘NTAF 4724 W’.

NTBF 4725

Details: wagon ‘NTBF 4725 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 4727

02.11.1994 Reclassified from wagon ‘NTBF 4727 G’ to ’ wagon ‘NTAF 4727 D’.
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NTBF 4728

02.11.1994 Reclassified from wagon ‘NTBF 4728 P’ to ’ wagon ‘NTAF 4728 M’.

NTBF 5430

Details: wagon ‘NTBF 5430 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6040

Details: wagon ‘NTBF 6040 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6041

Details: wagon ‘NTBF 6041 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2.523. Wagon classification starting with ‘NTB’

Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6078

Details: wagon ‘NTBF 6078 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6079

Details: wagon ‘NTBF 6079 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6080

Details: wagon ‘NTBF 6080 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6081

Details: wagon ‘NTBF 6081 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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2.523. Wagon classification starting with ‘NTB’

NTBF 6082

Details: wagon ‘NTBF 6082 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6083

Details: wagon ‘NTBF 6083 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6084

Details: wagon ‘NTBF 6084 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6085

Details: wagon ‘NTBF 6085 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6086

Details: wagon ‘NTBF 6086 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTBF 6087

Details: wagon ‘NTBF 6087 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6088

Details: wagon ‘NTBF 6088 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6089

Details: wagon ‘NTBF 6089 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6100

Details: wagon ‘NTBF 6100 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6101

Details: wagon ‘NTBF 6101 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6102

Details: wagon ‘NTBF 6102 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6103

Details: wagon ‘NTBF 6103 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTBF 6108

Details: wagon ‘NTBF 6108 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6110

Details: wagon ‘NTBF 6110 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6115

Details: wagon ‘NTBF 6115 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6117

Details: wagon ‘NTBF 6117 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6637

Details: wagon ‘NTBF 6637 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTBF 6638

Details: wagon ‘NTBF 6638 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6639

Details: wagon ‘NTBF 6639 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6640

Details: wagon ‘NTBF 6640 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6641

Details: wagon ‘NTBF 6641 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6642

Details: wagon ‘NTBF 6642 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6643

Details: wagon ‘NTBF 6643 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6644

Details: wagon ‘NTBF 6644 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTBF 6675

Details: wagon ‘NTBF 6675 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6692

Details: wagon ‘NTBF 6692 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6693

Details: wagon ‘NTBF 6693 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6694

Details: wagon ‘NTBF 6694 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 6696

Details: wagon ‘NTBF 6696 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

NTBF 6697

Details: wagon ‘NTBF 6697 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 9001

Details: wagon ‘NTBF 9001 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 9002

Details: wagon ‘NTBF 9002 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 9003

Details: wagon ‘NTBF 9003 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBF 9004

Details: wagon ‘NTBF 9004 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTBX 3501

Details: wagon ‘NTBX 3501 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXTZ

NTBX 3502

Details: wagon ‘NTBX 3502 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: POISON
BSG Code: NXTZ

24.12.1992 Repair ‘SIDE STEP’.
17.07.1993 Repair ‘SIDE STEP’.
06.10.1993 Repair ‘SIDE STEP’.
14.11.1993 Repair ‘END BRAKE COCK’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.

NTBX 3503

Details: wagon ‘NTBX 3503 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NTBF 3503 D
BSG Code: NSTZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 3503 D’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.

NTBX 3508

Details: wagon ‘NTBX 3508 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NTBF 3508 C
BSG Code: NSTZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 3508 C’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
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NTBX 3511

Details: wagon ‘NTBX 3511 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CREOSOTE
Remarks: EX NTBF3511Q
BSG Code: NBTP

Capacity of 56 tonnes

03.02.1993 Repair ‘VEHICLE RECLASSIFY’.
03.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 3511 Q’
01.03.1993 Repair ‘SIDE STEP’.
17.07.1993 Repair ‘SIDE STEP’.
21.03.1994 Repair ‘VEHICLE COMPLETE’.

NTBX 3516

Details: wagon ‘NTBX 3516 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM EX NTBF
BSG Code: NSTZ

Capacity of 56 tonnes

03.02.1993 Repair ‘VEHICLE RECLASSIFY’.
03.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 3516 P’
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25.11.1993 Repair ‘HANDRAILS END’.
28.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.

NTBX 3517

Details: wagon ‘NTBX 3517 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 32.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NTBF 3517 B
BSG Code: NSTZ

Capacity of 56 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NTBF 3517 B’

2.524 Wagon classification starting with ‘NTC’

NTCF 9021

Details: wagon ‘NTCF 9021 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTCF 9022

Details: wagon ‘NTCF 9022 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTCF 9023

Details: wagon ‘NTCF 9023 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTCF 9024

Details: wagon ‘NTCF 9024 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTCF 9025

Details: wagon ‘NTCF 9025 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTCF 9026

Details: wagon ‘NTCF 9026 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ
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Capacity of 56 tonnes

2.525 Wagon classification starting with ‘NTF’

NTFF 3451

Details: wagon ‘NTFF 3451 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3452

Details: wagon ‘NTFF 3452 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3453

Details: wagon ‘NTFF 3453 C’ in AN ‘Mainland Division’.
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Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3454

Details: wagon ‘NTFF 3454 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3455

Details: wagon ‘NTFF 3455 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3456

Details: wagon ‘NTFF 3456 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3457

Details: wagon ‘NTFF 3457 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes
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NTFF 3458

Details: wagon ‘NTFF 3458 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3459

Details: wagon ‘NTFF 3459 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3460

Details: wagon ‘NTFF 3460 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne

11036



2.526. Wagon classification starting with ‘NTH’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

NTFF 3461

Details: wagon ‘NTFF 3461 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSTZ

Capacity of 56 tonnes

2.526 Wagon classification starting with ‘NTH’

NTHF 6400

19.06.1996 Reclassified from wagon ‘NTHF 6400 F’ to ’ wagon ‘ATLY 6400 L’.

NTHF 6401

Details: wagon ‘NTHF 6401 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 28.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

NTHF 6404

Details: wagon ‘NTHF 6404 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 57.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

12.04.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED

OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

27.05.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.

NTHF 6406

30.05.1996 Reclassified from wagon ‘NTHF 6406 N’ to ’ wagon ‘ATLY 6406 T’.
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NTHF 6407

Details: wagon ‘NTHF 6407 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 57.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 28.01.1988
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

NTHF 6408

Details: wagon ‘NTHF 6408 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 57.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.
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NTHF 6410

Details: wagon ‘NTHF 6410 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.4m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 111 tonnes

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

17.06.1996 Repair ‘VEHICLE COMPLETE’.

NTHF 6411

Details: wagon ‘NTHF 6411 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.4m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 111 tonnes

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.
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NTHF 6414

Details: wagon ‘NTHF 6414 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 57.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

NTHF 6415

Details: wagon ‘NTHF 6415 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 57.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

NTHF 6416

19.04.1996 Reclassified from wagon ‘NTHF 6416 V’ to ’ wagon ‘ATLY 6416 E’.
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NTHF 6417

18.04.1996 Reclassified from wagon ‘NTHF 6417 H’ to ’ wagon ‘ATLY 6417 N’.

NTHF 6418

Details: wagon ‘NTHF 6418 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 57.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: LP GAS
BSG Code: NSTZ

Capacity of 70200 litres

04.04.1996 Alteration ‘WAGON ‘NTHF 6416 6417 ’ FIT BOGIES FOR HIGH SPEED
OPERATION SET UP SIDE BEARERS IN ACCD. WITH MS1122 RECLASSIFY
WAGONS TO ’ ATLY ’ REG.COORD. PT AUGUSTA TO ARRANGE CONVERSION
(RS4932)’. New class: ‘ATLY’.

NTHX 3480

Details: wagon ‘NTHX 3480 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16m
Tare Weight: 35.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXTZ

04.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.04.1991 Repair ‘END BRAKE COCK’.
15.04.1991 Repair ‘END HOSE’.
15.04.1991 Repair ‘TRAIN PIPE (END)’.
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26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.

NTHX 3481

Details: wagon ‘NTHX 3481 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16m
Tare Weight: 35.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXTZ

28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘END BRAKE COCK’.
02.08.1990 Repair ‘END HOSE’.
30.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

NTHX 3482

Details: wagon ‘NTHX 3482 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 16m
Tare Weight: 35.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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BSG Code: NXTZ

Capacity of 50 tonnes

2.527 Wagon classification starting with ‘NTO’

NTOA 1806

14.04.1987 Reclassified from wagon ‘NTOA 1806 M’ to ’ wagon ‘ZG 1 D’.

NTOA 1808

12.06.1987 Reclassified from wagon ‘NTOA 1808 H’ to ’ wagon ‘ZG 2 M’.

NTOD 1472

21.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.05.1993 Repair ‘VEHICLE SOLD’.

NTOD 1473

21.05.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.05.1993 Repair ‘VEHICLE SOLD’.

2.528 Wagon classification starting with ‘NVD’

NVD 1270

16.08.1986 Reclassified from wagon ‘NVD 1270 X’ to ’ wagon ‘ENHV 4 U’.

NVD 1272

09.10.1986 Reclassified from wagon ‘NVD 1272 D’ to ’ wagon ‘ENHV 6 P’.

NVD 1274

03.04.1987 Reclassified from wagon ‘NVD 1274 V’ to ’ wagon ‘ENHV 16 A’.

NVD 1280

01.06.1986 Reclassified from wagon ‘NVD 1280 Q’ to ’ wagon ‘ENHV 1 Q’.

NVD 1284

06.06.1986 Reclassified from wagon ‘NVD 1284 G’ to ’ wagon ‘ENHV 2 C’.

NVD 1289

05.06.1987 Reclassified from wagon ‘NVD 1289 F’ to ’ wagon ‘ENHV 23 E’.
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NVD 1295

20.03.1987 Reclassified from wagon ‘NVD 1295 A’ to ’ wagon ‘ENHV 15 Y’.

NVD 1297

29.08.1986 Reclassified from wagon ‘NVD 1297 S’ to ’ wagon ‘ENHV 5 G’.

NVD 1301

13.06.1986 Reclassified from wagon ‘NVD 1301 Y’ to ’ wagon ‘ENHV 3 L’.

NVD 1302

12.05.1987 Reclassified from wagon ‘NVD 1302 A’ to ’ wagon ‘ENHV 19 E’.

NVD 1304

20.12.1986 Reclassified from wagon ‘NVD 1304 S’ to ’ wagon ‘ENHV 10 P’.

NVD 1307

09.10.1986 Reclassified from wagon ‘NVD 1307 W’ to ’ wagon ‘ENHV 7 B’.

NVD 1309

20.12.1986 Reclassified from wagon ‘NVD 1309 R’ to ’ wagon ‘ENHV 11 B’.

2.529 Wagon classification starting with ‘NVF’

NVFF 31702

Details: wagon ‘NVFF 31702 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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NVFF 31703

Details: wagon ‘NVFF 31703 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31705

Details: wagon ‘NVFF 31705 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31708

Details: wagon ‘NVFF 31708 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31716

Details: wagon ‘NVFF 31716 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31719

Details: wagon ‘NVFF 31719 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB
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Capacity of 56 tonnes

NVFF 31736

Details: wagon ‘NVFF 31736 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31750

Details: wagon ‘NVFF 31750 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31752

Details: wagon ‘NVFF 31752 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C

11048



2.529. Wagon classification starting with ‘NVF’

Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31754

Details: wagon ‘NVFF 31754 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31760

Details: wagon ‘NVFF 31760 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31765

Details: wagon ‘NVFF 31765 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31769

Details: wagon ‘NVFF 31769 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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NVFF 31772

Details: wagon ‘NVFF 31772 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31775

Details: wagon ‘NVFF 31775 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31778

Details: wagon ‘NVFF 31778 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard

11051



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31793

Details: wagon ‘NVFF 31793 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31794

Details: wagon ‘NVFF 31794 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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NVFF 31795

Details: wagon ‘NVFF 31795 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31796

Details: wagon ‘NVFF 31796 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVFF 31797

Details: wagon ‘NVFF 31797 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne

11053



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

2.530 Wagon classification starting with ‘NVG’

NVGA 1441

Details: wagon ‘NVGA 1441 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVGA 30967

Details: wagon ‘NVGA 30967 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.530. Wagon classification starting with ‘NVG’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVGA 30971

Details: wagon ‘NVGA 30971 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVGA 31047

Details: wagon ‘NVGA 31047 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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NVGA 31077

Details: wagon ‘NVGA 31077 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

2.531 Wagon classification starting with ‘NVI’

NVIF 31692

Details: wagon ‘NVIF 31692 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVIF 31693

Details: wagon ‘NVIF 31693 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.532. Wagon classification starting with ‘NVJ’

Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVIF 31698

Details: wagon ‘NVIF 31698 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

2.532 Wagon classification starting with ‘NVJ’

NVJA 34035

Details: wagon ‘NVJA 34035 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVJA 34036

Details: wagon ‘NVJA 34036 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVJA 34087

Details: wagon ‘NVJA 34087 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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2.533. Wagon classification starting with ‘NVK’

NVJF 34044

Details: wagon ‘NVJF 34044 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVJF 34089

Details: wagon ‘NVJF 34089 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

2.533 Wagon classification starting with ‘NVK’

NVKF 34201

Details: wagon ‘NVKF 34201 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34202

Details: wagon ‘NVKF 34202 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34203

Details: wagon ‘NVKF 34203 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.533. Wagon classification starting with ‘NVK’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34204

Details: wagon ‘NVKF 34204 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34205

Details: wagon ‘NVKF 34205 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

11061



2. TIMS GROUP INFORMATION - WAGONS

NVKF 34206

Details: wagon ‘NVKF 34206 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34209

Details: wagon ‘NVKF 34209 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34212

Details: wagon ‘NVKF 34212 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
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2.533. Wagon classification starting with ‘NVK’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34214

Details: wagon ‘NVKF 34214 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34216

Details: wagon ‘NVKF 34216 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB
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Capacity of 56 tonnes

NVKF 34217

Details: wagon ‘NVKF 34217 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34218

Details: wagon ‘NVKF 34218 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34223

Details: wagon ‘NVKF 34223 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.533. Wagon classification starting with ‘NVK’

Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34224

Details: wagon ‘NVKF 34224 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34225

Details: wagon ‘NVKF 34225 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34226

Details: wagon ‘NVKF 34226 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34229

Details: wagon ‘NVKF 34229 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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2.533. Wagon classification starting with ‘NVK’

NVKF 34232

Details: wagon ‘NVKF 34232 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34235

Details: wagon ‘NVKF 34235 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34237

Details: wagon ‘NVKF 34237 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34239

Details: wagon ‘NVKF 34239 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34240

Details: wagon ‘NVKF 34240 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB
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2.533. Wagon classification starting with ‘NVK’

Capacity of 56 tonnes

NVKF 34242

Details: wagon ‘NVKF 34242 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34243

Details: wagon ‘NVKF 34243 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34249

Details: wagon ‘NVKF 34249 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVKF 34250

Details: wagon ‘NVKF 34250 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

2.534 Wagon classification starting with ‘NVM’

NVMF 11318

Details: wagon ‘NVMF 11318 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.534. Wagon classification starting with ‘NVM’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11541

Details: wagon ‘NVMF 11541 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11559

Details: wagon ‘NVMF 11559 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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NVMF 11566

Details: wagon ‘NVMF 11566 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11568

Details: wagon ‘NVMF 11568 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11592

Details: wagon ‘NVMF 11592 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
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2.534. Wagon classification starting with ‘NVM’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11602

Details: wagon ‘NVMF 11602 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11603

Details: wagon ‘NVMF 11603 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB
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Capacity of 56 tonnes

NVMF 11605

Details: wagon ‘NVMF 11605 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11606

Details: wagon ‘NVMF 11606 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11611

Details: wagon ‘NVMF 11611 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.534. Wagon classification starting with ‘NVM’

Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11628

Details: wagon ‘NVMF 11628 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11637

Details: wagon ‘NVMF 11637 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11641

Details: wagon ‘NVMF 11641 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11646

Details: wagon ‘NVMF 11646 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes
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2.534. Wagon classification starting with ‘NVM’

NVMF 11688

Details: wagon ‘NVMF 11688 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11730

Details: wagon ‘NVMF 11730 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11738

Details: wagon ‘NVMF 11738 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11748

Details: wagon ‘NVMF 11748 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11769

Details: wagon ‘NVMF 11769 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB
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2.534. Wagon classification starting with ‘NVM’

Capacity of 56 tonnes

NVMF 11782

Details: wagon ‘NVMF 11782 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11783

Details: wagon ‘NVMF 11783 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 11975

Details: wagon ‘NVMF 11975 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 12688

Details: wagon ‘NVMF 12688 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 12713

Details: wagon ‘NVMF 12713 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.535. Wagon classification starting with ‘NWL’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

NVMF 12761

Details: wagon ‘NVMF 12761 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: BSSB

Capacity of 56 tonnes

2.535 Wagon classification starting with ‘NWL’

NWLA 130

Details: wagon ‘NWLA 130 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSFZ

2.536 Wagon classification starting with ‘NX’

NX 585

Details: wagon ‘NX 585 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 9.8m
Tare Weight: 11.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2380
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: NN 45
Date Built: 01.01.1927
Operating System: ON LOAN
Intended Use: GENERAL
Remarks: BRKDWN VAN;INDEF.LOAN TO P.R.R.P.S
BSG Code: SMBZ

Capacity of 0.1 tonnes

2.537 Wagon classification starting with ‘NY’

NY 5111

Details: wagon ‘NY 5111 D’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: D
Length Over Headstocks: 5.4m
Tare Weight: 5.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1920
Operating System: SRPS
Intended Use: GENERAL
Remarks: EX Y
BSG Code: SOOZ

Capacity of 13.2 tonnes

2.538 Wagon classification starting with ‘NZB’

NZBF 1035

Details: wagon ‘NZBF 1035 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2.538. Wagon classification starting with ‘NZB’

Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1036

Details: wagon ‘NZBF 1036 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1037

Details: wagon ‘NZBF 1037 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1040

Details: wagon ‘NZBF 1040 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1041

Details: wagon ‘NZBF 1041 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes
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2.538. Wagon classification starting with ‘NZB’

NZBF 1042

Details: wagon ‘NZBF 1042 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1044

Details: wagon ‘NZBF 1044 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1045

Details: wagon ‘NZBF 1045 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1046

Details: wagon ‘NZBF 1046 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1047

Details: wagon ‘NZBF 1047 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ
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2.538. Wagon classification starting with ‘NZB’

Capacity of 56 tonnes

NZBF 1048

Details: wagon ‘NZBF 1048 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1049

Details: wagon ‘NZBF 1049 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZBF 1050

Details: wagon ‘NZBF 1050 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

2.539 Wagon classification starting with ‘NZC’

NZCF 9934

Details: wagon ‘NZCF 9934 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 9952

Details: wagon ‘NZCF 9952 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989

11088



2.539. Wagon classification starting with ‘NZC’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 10022

Details: wagon ‘NZCF 10022 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 10038

Details: wagon ‘NZCF 10038 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

11089



2. TIMS GROUP INFORMATION - WAGONS

NZCF 10058

Details: wagon ‘NZCF 10058 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 10656

Details: wagon ‘NZCF 10656 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 10665

Details: wagon ‘NZCF 10665 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
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2.539. Wagon classification starting with ‘NZC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 10831

Details: wagon ‘NZCF 10831 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 11020

Details: wagon ‘NZCF 11020 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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Capacity of 56 tonnes

NZCF 11022

Details: wagon ‘NZCF 11022 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 11106

Details: wagon ‘NZCF 11106 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29446

Details: wagon ‘NZCF 29446 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.539. Wagon classification starting with ‘NZC’

Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29459

Details: wagon ‘NZCF 29459 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29477

Details: wagon ‘NZCF 29477 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29550

Details: wagon ‘NZCF 29550 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29551

Details: wagon ‘NZCF 29551 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes
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2.539. Wagon classification starting with ‘NZC’

NZCF 29555

Details: wagon ‘NZCF 29555 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29559

Details: wagon ‘NZCF 29559 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29561

Details: wagon ‘NZCF 29561 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29566

Details: wagon ‘NZCF 29566 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29567

Details: wagon ‘NZCF 29567 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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2.539. Wagon classification starting with ‘NZC’

Capacity of 56 tonnes

NZCF 29569

Details: wagon ‘NZCF 29569 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29573

Details: wagon ‘NZCF 29573 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29576

Details: wagon ‘NZCF 29576 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29580

Details: wagon ‘NZCF 29580 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29581

Details: wagon ‘NZCF 29581 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.539. Wagon classification starting with ‘NZC’

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29594

Details: wagon ‘NZCF 29594 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29602

Details: wagon ‘NZCF 29602 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes
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NZCF 29604

Details: wagon ‘NZCF 29604 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29607

Details: wagon ‘NZCF 29607 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29608

Details: wagon ‘NZCF 29608 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29612

Details: wagon ‘NZCF 29612 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29614

Details: wagon ‘NZCF 29614 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NZCF 29615

Details: wagon ‘NZCF 29615 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 29623

Details: wagon ‘NZCF 29623 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31367

Details: wagon ‘NZCF 31367 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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2.539. Wagon classification starting with ‘NZC’

Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31433

Details: wagon ‘NZCF 31433 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31445

Details: wagon ‘NZCF 31445 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31448

Details: wagon ‘NZCF 31448 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31460

Details: wagon ‘NZCF 31460 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes
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2.539. Wagon classification starting with ‘NZC’

NZCF 31496

Details: wagon ‘NZCF 31496 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31513

Details: wagon ‘NZCF 31513 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31518

Details: wagon ‘NZCF 31518 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31540

Details: wagon ‘NZCF 31540 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ

Capacity of 56 tonnes

NZCF 31546

Details: wagon ‘NZCF 31546 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSQZ
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2.540. Wagon classification starting with ‘NZE’

Capacity of 56 tonnes

2.540 Wagon classification starting with ‘NZE’

NZEF 11142

Details: wagon ‘NZEF 11142 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 9.1m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZEF 11153

Details: wagon ‘NZEF 11153 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 9.1m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZEF 11160

Details: wagon ‘NZEF 11160 K’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 9.1m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZEF 11189

Details: wagon ‘NZEF 11189 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 9.1m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZEF 11195

Details: wagon ‘NZEF 11195 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 9.1m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.541. Wagon classification starting with ‘NZF’

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZEF 11200

Details: wagon ‘NZEF 11200 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 9.1m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

2.541 Wagon classification starting with ‘NZF’

NZFA 4737

Details: wagon ‘NZFA 4737 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

NZFA 10897

Details: wagon ‘NZFA 10897 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZFA 24377

Details: wagon ‘NZFA 24377 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZFA 25657

Details: wagon ‘NZFA 25657 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
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2.541. Wagon classification starting with ‘NZF’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZFA 25667

Details: wagon ‘NZFA 25667 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZFA 26320

Details: wagon ‘NZFA 26320 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NZFF 4081

Details: wagon ‘NZFF 4081 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

2.542 Wagon classification starting with ‘NZG’

NZGF 26335

Details: wagon ‘NZGF 26335 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZGX 26336

Details: wagon ‘NZGX 26336 G’ in AN ‘Mainland Division’.
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2.542. Wagon classification starting with ‘NZG’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXZZ

Capacity of 38 tonnes

09.09.1992 Repair ‘VEHICLE COMPLETE’.

NZGX 29425

Details: wagon ‘NZGX 29425 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXZZ

Capacity of 38 tonnes

NZGX 29499

Details: wagon ‘NZGX 29499 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXZZ

Capacity of 38 tonnes

2.543 Wagon classification starting with ‘NZL’

NZLA 2200

Details: wagon ‘NZLA 2200 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 32tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZLA 2201

Details: wagon ‘NZLA 2201 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 32tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes
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2.544. Wagon classification starting with ‘NZM’

2.544 Wagon classification starting with ‘NZM’

NZMF 87000

Details: wagon ‘NZMF 87000 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87001

Details: wagon ‘NZMF 87001 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

08.12.1989 Repair ‘BOGIE SPRING’.
04.03.1991 Repair ‘HANDRAILS’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘WHEEL SET’.
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2. TIMS GROUP INFORMATION - WAGONS

NZMF 87003

Details: wagon ‘NZMF 87003 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87004

Details: wagon ‘NZMF 87004 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87005

Details: wagon ‘NZMF 87005 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
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2.544. Wagon classification starting with ‘NZM’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87006

Details: wagon ‘NZMF 87006 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87007

Details: wagon ‘NZMF 87007 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 56 tonnes

NZMF 87008

Details: wagon ‘NZMF 87008 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87009

Details: wagon ‘NZMF 87009 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87010

Details: wagon ‘NZMF 87010 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
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2.544. Wagon classification starting with ‘NZM’

Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 20 tonnes

NZMF 87011

Details: wagon ‘NZMF 87011 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX BCW 29784 (MILK TANK CARRIER)
BSG Code: NSZZ

Capacity of 20 tonnes

NZMF 87013

Details: wagon ‘NZMF 87013 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87014

Details: wagon ‘NZMF 87014 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: MILK TANKS IN LOUVRE VAN
BSG Code: NSZZ

Capacity of 20 tonnes

14.02.1992 Repair ‘HANDRAILS END’.

NZMF 87024

Details: wagon ‘NZMF 87024 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes
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2.545. Wagon classification starting with ‘NZS’

NZMF 87025

Details: wagon ‘NZMF 87025 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

NZMF 87117

Details: wagon ‘NZMF 87117 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSZZ

Capacity of 56 tonnes

2.545 Wagon classification starting with ‘NZS’

NZSX 29501

23.03.1993 Reclassified from wagon ‘NZSX 29501 F’ to ’ wagon ‘NKSX 29501 V’.

NZSX 29504

22.12.1992 Reclassified from wagon ‘NZSX 29504 J’ to ’ wagon ‘NKSX 29504 C’.
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2. TIMS GROUP INFORMATION - WAGONS

NZSX 29505

23.03.1993 Reclassified from wagon ‘NZSX 29505 S’ to ’ wagon ‘NKSX 29505 L’.

NZSX 29511

07.11.1989 Reclassified from wagon ‘NZSX 29511 N’ to ’ wagon ‘NKSX 29511 G’.

NZSX 29521

Details: wagon ‘NZSX 29521 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXZZ

NZSX 29522

18.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1990 Repair ‘YOKE CARRIER’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘YOKE CARRIER’.
12.01.1993 Reclassified from wagon ‘NZSX 29522 H’ to ’ wagon ‘NKSX 29522 A’.

NZSX 29523

07.11.1989 Reclassified from wagon ‘NZSX 29523 Q’ to ’ wagon ‘NKSX 29523 J’.

NZSX 29531

23.03.1993 Reclassified from wagon ‘NZSX 29531 G’ to ’ wagon ‘NKSX 29531 W’.

NZSX 29535

07.11.1989 Reclassified from wagon ‘NZSX 29535 T’ to ’ wagon ‘NKSX 29535 M’.

NZSX 29536

07.12.1993 Reclassified from wagon ‘NZSX 29536 F’ to ’ wagon ‘NKSX 29536 V’.

NZSX 29539

07.11.1989 Reclassified from wagon ‘NZSX 29539 J’ to ’ wagon ‘NKSX 29539 C’.
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2.546. Wagon classification starting with ‘NZT’

NZSX 29546

14.07.1989 Reclassified from wagon ‘NZSX 29546 N’ to ’ wagon ‘NKSX 29546 G’.

2.546 Wagon classification starting with ‘NZT’

NZTA 26446

Details: wagon ‘NZTA 26446 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: PIPES
Remarks: EX TME 26446 Y
BSG Code: NSZZ

Capacity of 42 tonnes

NZTF 26338

Details: wagon ‘NZTF 26338 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PIPES
BSG Code: NSZZ

NZTF 26339

Details: wagon ‘NZTF 26339 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: PIPES
BSG Code: NSZZ

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

NZTX 26361

Details: wagon ‘NZTX 26361 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXZZ

NZTX 26436

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘TMX 26436 R’

NZTX 26458

Details: wagon ‘NZTX 26458 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NXZZ

Capacity of 56 tonnes

2.547 Wagon classification starting with ‘NZW’

NZWF 223

Details: wagon ‘NZWF 223 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 932

Details: wagon ‘NZWF 932 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes
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NZWF 2000

Details: wagon ‘NZWF 2000 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2001

Details: wagon ‘NZWF 2001 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2002

Details: wagon ‘NZWF 2002 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2003

Details: wagon ‘NZWF 2003 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2004

Details: wagon ‘NZWF 2004 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ
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Capacity of 56 tonnes

NZWF 2005

Details: wagon ‘NZWF 2005 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2006

Details: wagon ‘NZWF 2006 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2007

Details: wagon ‘NZWF 2007 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2008

Details: wagon ‘NZWF 2008 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 2009

Details: wagon ‘NZWF 2009 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 12223

Details: wagon ‘NZWF 12223 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSFZ

Capacity of 56 tonnes

NZWF 21177

Details: wagon ‘NZWF 21177 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: BOGIES ROLLINGS
BSG Code: NSFZ

Capacity of 41 tonnes

2.548 Wagon classification starting with ‘NZZ’

NZZA 600

Details: wagon ‘NZZA 600 G’ in AN ‘Mainland Division’.
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2.549. Wagon classification starting with ‘OAX’

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 6.1m
Tare Weight: 49tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 111 tonnes

NZZA 601

Details: wagon ‘NZZA 601 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 6.1m
Tare Weight: 49tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSZZ

Capacity of 111 tonnes

2.549 Wagon classification starting with ‘OAX’

OAX 44

03.10.1986 Reclassified from wagon ‘OAX 44 T’ to ’ wagon ‘AMOX 44 G’.

2.550 Wagon classification starting with ‘OB’

OB 32

Details: wagon ‘OB 32 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-9
Date Built: 01.06.1925
Operating System: ON LOAN
Intended Use: GENERAL
Remarks: W/O 02.04.88;EX AOGA;PERMANENT LOAN PDSM
BSG Code: SBOZ

Capacity of 44.7 tonnes

Fleet Grp Code: AH WJ
Return to Service Date: 19.07.1991
Due Triple Valve: 01.10.1988
Last Lift: 21.09.1984

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOGA 32 G’
19.07.1991 Alteration complete ‘PORT DOCK STATION MUSEUM RECLASSIFYING

THEIR ROLLINGSTOCK TO ORIGINAL CLASSES. (PDSM)’. New class: ‘OB’.

OB 169

Details: wagon ‘OB 169 R’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-9
Date Built: 01.01.1926
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 15.10.88;SOLD TO ARHS 04.11.88
BSG Code: SBOZ

Capacity of 44.7 tonnes
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2.551. Wagon classification starting with ‘OBF’

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 24.09.1991
Last Lift: 01.02.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOGF 169 F’

2.551 Wagon classification starting with ‘OBF’

OBF 630

Details: wagon ‘OBF 630 L’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $7060
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 11.08.1971
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 20.09.86;SOLD TO ARHS 25.10.88
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 25.10.1988
Last Lift: 09.11.1983

OBF 686

Details: wagon ‘OBF 686 N’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
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Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $7060
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 02.12.1971
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 12.12.87;SOLD TO ARHS 25.10.88
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 25.10.1988
Last Lift: 19.03.1985

OBF 696

Details: wagon ‘OBF 696 V’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $7060
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 26.01.1972
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 12.12.87;SOLD TO ARHS 25.10.88
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 25.10.1988
Last Lift: 03.09.1980

OBF 700

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 701

Details: wagon ‘OBF 701 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 16.05.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 13.04.1988
Due Triple Valve: 01.01.1988
Last Lift: 19.06.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 702

06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 703

Details: wagon ‘OBF 703 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
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Diagram Book Page No.: CB G-6
Date Built: 16.05.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 13.04.1988
Last Lift: 12.06.1979

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 704

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRANCH PIPE’.
25.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘VEHICLE STENCILS’.
17.12.1990 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 705

12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BRAKE BLOCK RB95’.
12.08.1989 Repair ‘BRANCH PIPE’.
12.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘END BRAKE COCK’.
12.08.1989 Repair ‘HANDRAILS’.
12.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘HANDRAILS END’.
09.04.1990 Repair ‘DOOR COMPLETE’.
21.06.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 706

16.06.1992 Repair ‘STEP’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 708

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.06.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 709

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BRANCH PIPE’.
22.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.08.1989 Repair ‘END SILL’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘DOOR COMPLETE’.
25.01.1990 Repair ‘GRADE CONTROL VALVE’.
25.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1990 Repair ‘DOOR COMPLETE’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘DOOR COMPLETE’.
24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 710

18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.08.1990 Repair ‘BRAKE LEVER’.
18.08.1990 Repair ‘DOOR COMPLETE’.
18.08.1990 Repair ‘STEP’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1991 Repair ‘DOOR COMPLETE’.
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 711

Details: wagon ‘OBF 711 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 30.03.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 05.11.1994
Due Triple Valve: 22.07.1993
Last Brake Cylinder: 22.07.1992
Last Lift: 09.09.1986

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

10.03.1992 Repair ‘BODY COMPLETE’.
10.03.1992 Repair ‘DOOR COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BRANCH PIPE’.
22.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1992 Repair ‘STEP’.
03.11.1992 Repair ‘STEP’.
08.09.1993 Repair ‘HANDRAILS’.
08.09.1993 Repair ‘STEP’.
14.10.1993 Repair ‘STEP’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.

OBF 712

31.03.1992 Repair ‘STEP’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1992 Repair ‘HANDBRAKE HANDLE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 713

11.04.1990 Repair ‘STEP’.
03.12.1990 Repair ‘DOOR LOCK MECHANISM’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 714

15.10.1991 Repair ‘STEP’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1992 Repair ‘END FRAME MEMBER’.
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 715

21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1990 Repair ‘STANCHION’.
21.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 716

14.02.1990 Repair ‘DOOR COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 717

Details: wagon ‘OBF 717 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
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Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 20.03.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 13.04.1988
Last Lift: 07.06.1979

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 719

14.11.1989 Repair ‘VEHICLE COMPLETE’.
06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 720

31.01.1992 Repair ‘HANDRAILS’.
31.01.1992 Repair ‘STEP’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRANCH PIPE’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.05.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 721

Details: wagon ‘OBF 721 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
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Diagram Book Page No.: CB G-6
Date Built: 27.03.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 30.09.1994
Due Triple Valve: 18.03.1994
Last Brake Cylinder: 06.04.1992
Last Lift: 06.11.1984

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

11.03.1992 Repair ‘BODY COMPLETE’.
11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Repair ‘GRAFFITI REMOVAL’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE BLOCK RB95’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Repair ‘HOSE FITTINGS’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘WHEEL SET’.
31.01.1994 Repair ‘BRANCH PIPE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.

OBF 723

24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 724

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 725

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
30.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRANCH PIPE’.
10.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘CARD OR CLIP HOLDER’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘DOOR FRAME’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 726

06.03.1991 Repair ‘END HOSE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 727

15.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 728

27.11.1989 Repair ‘STEP’.
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘DOOR COMPLETE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘DOOR COMPLETE’.
22.03.1990 Repair ‘DOOR COMPLETE’.
22.03.1990 Repair ‘DOOR LOCK MECHANISM’.
22.03.1990 Repair ‘DOOR OPENING MECHANISM’.
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘SIDE COMPLETE’.
28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 729

18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BRAKE LEVER’.
18.08.1990 Repair ‘BRAKE PULL ROD’.
18.08.1990 Repair ‘DOOR COMPLETE’.
18.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.02.1991 Repair ‘DOOR LOCK MECHANISM’.
18.02.1991 Repair ‘STEP’.
03.07.1991 Repair ‘DOOR COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRANCH PIPE’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRANCH PIPE’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘END BRAKE COCK’.
20.11.1991 Repair ‘TRAIN PIPE (END)’.
26.02.1992 Repair ‘DOOR COMPLETE’.
20.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 730

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘DOOR LOCK MECHANISM’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
07.01.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 731

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE SPRING’.
06.01.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 732

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BEARINGS’.
25.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
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25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Repair ‘STEP’.
25.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘DOOR LOCK MECHANISM’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 733

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1989 Repair ‘HANDRAILS’.
10.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1989 Repair ‘DOOR OPENING MECHANISM’.
27.09.1989 Repair ‘STEP’.
27.10.1989 Repair ‘HANDRAILS END’.
21.12.1989 Repair ‘HANDRAILS’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 734

Details: wagon ‘OBF 734 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted
Date Built: 23.06.1972
Operating System: AN
Intended Use: GENERAL
BSG Code: FDOZ

Capacity of 22.4 tonnes

06.11.1992 Repair ‘HANDRAILS’.
06.11.1992 Repair ‘STEP’.
21.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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23.02.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

OBF 735

01.08.1991 Reclassified from wagon ‘OBF 735 R’ to ’ wagon ‘ZOT 735 E’.

OBF 736

Details: wagon ‘OBF 736 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 23.06.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 13.04.1988
Last Lift: 01.07.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 737

29.03.1993 Repair ‘HANDRAILS’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 738

20.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

11145



2. TIMS GROUP INFORMATION - WAGONS

OBF 739

Details: wagon ‘OBF 739 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 23.06.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Last Lift: 03.06.1985

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 740

30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.07.1994 Repair ‘VEHICLE SOLD’.

OBF 741

Details: wagon ‘OBF 741 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
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Date Built: 30.05.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 14.01.1994
Due Triple Valve: 08.09.1994
Last Brake Cylinder: 08.09.1993
Last Lift: 17.05.1977

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

19.03.1992 Repair ‘BODY COMPLETE’.
19.03.1992 Repair ‘DOOR COMPLETE’.
19.03.1992 Repair ‘GRAFFITI REMOVAL’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRANCH PIPE’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BRAKE LEVER’.
08.09.1993 Repair ‘BRAKE LEVER’.
08.09.1993 Repair ‘BRAKE PULL ROD’.
08.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
08.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘END HOSE’.
08.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1993 Repair ‘HANDRAILS’.
08.09.1993 Repair ‘HANDRAILS END’.
08.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1993 Repair ‘STANCHION’.
08.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1993 Repair ‘VEHICLE STENCILS’.
08.09.1993 Repair ‘WHEEL SET’.
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.11.1993 Repair ‘COUPLER KNUCKLE’.
01.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
01.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘STEP’.
14.01.1994 Repair ‘STEP’.

OBF 742

Details: wagon ‘OBF 742 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 30.05.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Due Triple Valve: 01.05.1988
Last Lift: 01.04.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 744

03.10.1989 Repair ‘STEP’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1989 Repair ‘BRANCH PIPE’.
13.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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13.10.1989 Repair ‘VEHICLE STENCILS’.
06.07.1990 Repair ‘END HOSE’.
17.12.1990 Repair ‘VEHICLE COMPLETE’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 745

Details: wagon ‘OBF 745 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 08.06.1972
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Last Lift: 27.11.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 746

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 747

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.02.1993 Repair ‘VEHICLE SOLD’.

OBF 748

13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.02.1992 Repair ‘TRAIN PIPE’.
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03.11.1992 Repair ‘HANDRAILS END’.
08.09.1993 Repair ‘BODY COMPLETE’.
25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.02.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 749

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 750

Details: wagon ‘OBF 750 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 16.05.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Last Lift: 15.09.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 751

Details: wagon ‘OBF 751 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 17.05.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Last Lift: 12.08.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 752

30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Repair ‘STEP’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.04.1991 Repair ‘END FRAME MEMBER’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘VEHICLE COMPLETE’.
18.06.1991 Repair ‘HANDRAILS END’.
18.06.1991 Repair ‘STEP’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRANCH PIPE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
06.10.1991 Repair ‘STEP’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 753

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 754

11.12.1986 Reclassified from wagon ‘OBF 754 B’ to ’ wagon ‘ZWT 754 E’.
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OBF 755

07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.06.1992 Repair ‘VEHICLE SOLD’.

OBF 756

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘DOOR COMPLETE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘DOOR LOCK MECHANISM’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘BRANCH PIPE’.
19.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1990 Repair ‘END HOSE’.
09.04.1990 Repair ‘DOOR COMPLETE’.
09.04.1990 Repair ‘END HOSE’.
04.05.1990 Repair ‘STEP’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 757

05.06.1990 Repair ‘STEP’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 758

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.12.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 759

23.01.1992 Repair ‘BRAKE BLOCK RB95’.
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27.10.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 760

19.07.1989 Repair ‘STEP’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘HANDRAILS END’.
09.09.1989 Repair ‘STEP’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COUPLER KNUCKLE’.
08.03.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 761

Details: wagon ‘OBF 761 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 13.06.1973
Operating System: AN
Intended Use: GENERAL
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 02.08.1995
Due Triple Valve: 06.04.1993
Last Brake Cylinder: 06.04.1992
Last Lift: 07.11.1984

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

11.03.1992 Repair ‘BODY COMPLETE’.
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11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1992 Repair ‘STEP’.
16.03.1993 Repair ‘STEP’.
09.05.1993 Repair ‘STEP’.
04.09.1993 Repair ‘END BRAKE COCK’.
04.09.1993 Repair ‘END HOSE’.
08.10.1993 Repair ‘HANDRAILS’.
11.10.1993 Repair ‘HANDRAILS’.
11.10.1993 Repair ‘STEP’.
17.11.1993 Repair ‘STEP’.
01.12.1993 Repair ‘STEP’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.

OBF 762

27.07.1990 Repair ‘STEP’.
21.02.1991 Repair ‘END HOSE’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BRANCH PIPE’.
28.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 763

06.08.1990 Repair ‘HANDRAILS END’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 764

Details: wagon ‘OBF 764 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C

11154



2.551. Wagon classification starting with ‘OBF’

Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 15.06.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 22.04.1994
Due Triple Valve: 06.04.1993
Last Brake Cylinder: 06.04.1992
Last Lift: 14.07.1980

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

11.03.1992 Repair ‘BODY COMPLETE’.
11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Repair ‘GRAFFITI REMOVAL’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘SIDE STEP’.
26.08.1992 Repair ‘STEP’.
01.12.1993 Repair ‘STEP’.
20.12.1993 Repair ‘HANDRAILS’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.

OBF 765

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 766

12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.11.1990 Repair ‘BOGIE SPRING’.
12.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1990 Repair ‘VEHICLE STENCILS’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 767

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE PIN’.
15.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
03.07.1991 Repair ‘DOOR COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 768

08.10.1990 Repair ‘STEP’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 769

18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HANDRAILS’.
18.12.1990 Repair ‘HANDRAILS END’.
18.12.1990 Repair ‘SIDE STEP’.
18.12.1990 Repair ‘STEP’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1991 Repair ‘STANCHION’.
11.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘STEP’.
21.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Repair ‘STEP’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 770

Details: wagon ‘OBF 770 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 28.06.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 23.03.1994
Last Lift: 29.07.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

06.11.1992 Repair ‘HANDRAILS’.
06.11.1992 Repair ‘SIDE STEP’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.

OBF 771

Details: wagon ‘OBF 771 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 28.06.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ
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Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Due Triple Valve: 01.01.1988
Last Lift: 29.07.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 773

Details: wagon ‘OBF 773 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 04.07.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Last Lift: 16.09.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 774

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRAKE PULL ROD’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘DOOR COMPLETE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 775

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘DOOR COMPLETE’.
18.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 776

12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘D & M BRAKE CYLINDER COMPLETE’.
30.09.1989 Repair ‘DOOR LOCK MECHANISM’.
30.09.1989 Repair ‘WHEEL SET’.
21.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COUPLER KNUCKLE’.
08.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 778

06.11.1989 Repair ‘END BRAKE COCK’.
06.11.1989 Repair ‘SIDE STEP’.
14.03.1990 Repair ‘STEP’.
20.04.1990 Repair ‘HANDRAILS END’.
04.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 779

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 780

Details: wagon ‘OBF 780 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 24.07.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 25.11.1994
Last Single Car Test: 26.11.1993
Last Lift: 14.10.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BODY COMPLETE’.
26.11.1993 Repair ‘DOOR COMPLETE’.
26.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.

OBF 781

18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
18.08.1990 Repair ‘DOOR COMPLETE’.
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18.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘HANDRAILS’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘DOOR LOCK MECHANISM’.
29.06.1991 Repair ‘STANCHION’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 782

28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
28.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘END BRAKE COCK’.
28.03.1991 Repair ‘GRADE CONTROL VALVE’.
28.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘DOOR COMPLETE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 783

08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRANCH PIPE’.
08.10.1990 Repair ‘DOOR LOCK MECHANISM’.
08.10.1990 Repair ‘GRADE CONTROL VALVE’.
08.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
03.12.1990 Repair ‘STEP’.
28.03.1991 Repair ‘LASHING POINT’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 785

09.04.1990 Repair ‘END HOSE’.
16.05.1990 Repair ‘DOOR LOCK MECHANISM’.
15.06.1990 Repair ‘STEP’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
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03.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘VEHICLE COMPLETE’.
22.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.10.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 786

Details: wagon ‘OBF 786 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 01.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 04.08.1993
Due Triple Valve: 04.08.1994
Last Brake Cylinder: 04.08.1993
Last Lift: 05.07.1984

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BODY COMPLETE’.
03.04.1992 Repair ‘DOOR COMPLETE’.
03.04.1992 Repair ‘GRAFFITI REMOVAL’.
03.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
08.07.1992 Repair ‘STEP’.
13.10.1992 Repair ‘HANDRAILS’.
13.10.1992 Repair ‘STEP’.
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
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22.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.12.1992 Repair ‘STEP’.
29.03.1993 Repair ‘HANDRAILS’.
10.06.1993 Repair ‘BRANCH PIPE’.
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

OBF 787

Details: wagon ‘OBF 787 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 01.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 15.04.1988
Last Lift: 25.09.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 788

22.08.1989 Repair ‘HANDRAILS’.
22.08.1989 Repair ‘HANDRAILS END’.
22.08.1989 Repair ‘STEP’.
11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 789

17.07.1989 Repair ‘END HOSE’.
17.07.1989 Repair ‘STEP’.
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1989 Repair ‘END BRAKE COCK’.
12.09.1989 Repair ‘HANDRAILS END’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
23.10.1989 Repair ‘STEP’.
16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘COUPLER KNUCKLE’.
16.12.1989 Repair ‘END BRAKE COCK’.
16.12.1989 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘DOOR OPENING MECHANISM’.
10.05.1990 Repair ‘HANDRAILS’.
24.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘DOOR COMPLETE’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 790

12.08.1990 Repair ‘HANDRAILS END’.
12.08.1990 Repair ‘STEP’.
21.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.09.1991 Repair ‘STEP’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 791

10.05.1990 Repair ‘STEP’.
14.11.1990 Repair ‘END HOSE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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05.09.1991 Repair ‘BRANCH PIPE’.
13.09.1991 Repair ‘BRANCH PIPE’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 792

Details: wagon ‘OBF 792 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 13.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: G.M.H. - SIMS TRAFFIC ONLY;DOORS WELDED
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 31.03.1994
Last Lift: 26.08.1982

04.07.1991 Repair ‘BODY COMPLETE’.
04.07.1991 Repair ‘VEHICLE RETARE’.
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘END HOSE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON

OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘STEP’.
02.08.1993 Repair ‘HANDRAILS’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRANCH PIPE’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
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07.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.01.1994 Repair ‘HANDRAILS’.
07.01.1994 Repair ‘STEP’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.

OBF 793

14.05.1990 Repair ‘HANDRAILS END’.
24.05.1990 Repair ‘STEP’.
25.02.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 794

Details: wagon ‘OBF 794 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 21.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Due Triple Valve: 01.08.1988
Last Lift: 21.09.1982

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 795

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 796

Details: wagon ‘OBF 796 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 22.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 04.10.1995
Last Lift: 23.09.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.

OBF 797

07.12.1990 Repair ‘STEP’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘STANCHION’.
28.06.1991 Repair ‘STEP’.
23.09.1991 Repair ‘STEP’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 798

07.06.1990 Repair ‘STEP’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 799

Details: wagon ‘OBF 799 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 29.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 01.07.1982

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 800

20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘BRANCH PIPE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘SIDE MEMBER’.
03.08.1990 Repair ‘STEP’.
03.08.1990 Repair ‘VEHICLE STENCILS’.
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 801

07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 802

08.04.1990 Repair ‘END HOSE’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRANCH PIPE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 803

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

08.10.1995 Repair ‘VEHICLE SOLD’.

OBF 804

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 805

07.08.1990 Repair ‘STEP’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1992 Repair ‘DOOR COMPLETE’.
20.03.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 806

15.10.1991 Repair ‘END BRAKE COCK’.
15.10.1991 Repair ‘END HOSE’.
15.10.1991 Repair ‘HANDRAILS’.
15.10.1991 Repair ‘TRAIN PIPE (END)’.
14.02.1992 Repair ‘STEP’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 807

Details: wagon ‘OBF 807 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 03.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 16.04.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 808

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 809

Details: wagon ‘OBF 809 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 15.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 27.10.1994
Last Lift: 17.08.1982
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29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

27.10.1994 Repair ‘VEHICLE COMPLETE’.

OBF 811

Details: wagon ‘OBF 811 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 15.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 25.11.1994
Last Single Car Test: 18.03.1994
Last Lift: 18.06.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BODY COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.

OBF 812

27.09.1989 Repair ‘STEP’.
14.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 813

20.07.1990 Repair ‘STEP’.
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.08.1990 Repair ‘NYLON HOSE’.
18.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘STEP’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END FRAME MEMBER’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 814

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘DOOR COVERING’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 815

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘DOOR COMPLETE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘DOOR COMPLETE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1992 Repair ‘HANDRAILS’.
14.02.1992 Repair ‘STEP’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘DOOR COMPLETE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 816

02.10.1989 Repair ‘END BRAKE COCK’.
02.10.1989 Repair ‘SIDE STEP’.
02.10.1989 Repair ‘STEP’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 818

31.07.1989 Repair ‘END BRAKE COCK’.
31.07.1989 Repair ‘END HOSE’.
26.01.1990 Repair ‘BODY COMPLETE’.
03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 819

02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END FRAME MEMBER’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
08.06.1991 Repair ‘DOOR COMPLETE’.
23.11.1991 Repair ‘VEHICLE COMPLETE’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 820

Details: wagon ‘OBF 820 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 30.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 01.12.1995
Last Single Car Test: 26.11.1993
Last Lift: 01.01.1982

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BODY COMPLETE’.
26.11.1993 Repair ‘DOOR COMPLETE’.
26.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.

OBF 821

Details: wagon ‘OBF 821 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 02.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 21.08.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 822

Details: wagon ‘OBF 822 M’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 30.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 30.11.1976

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 823

27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Repair ‘VEHICLE STENCILS’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 824

24.09.1991 Reclassified from wagon ‘OBF 824 H’ to ’ wagon ‘OF 824 U’.

OBF 825

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 826

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Repair ‘STEP’.
26.01.1990 Repair ‘BODY COMPLETE’.
03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 828

Details: wagon ‘OBF 828 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 16.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 26.05.1995
Last Triple Valve: 06.04.1992
Last Brake Cylinder: 06.04.1992
Last Lift: 15.12.1985

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

19.03.1992 Repair ‘BODY COMPLETE’.
19.03.1992 Repair ‘DOOR COMPLETE’.
19.03.1992 Repair ‘GRAFFITI REMOVAL’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘STEP’.
31.03.1993 Repair ‘STEP’.
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09.09.1993 Repair ‘END BRAKE COCK’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘STEP’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.

OBF 829

Details: wagon ‘OBF 829 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 16.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 21.10.1983

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 830

06.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘STANCHION’.
20.04.1990 Repair ‘VEHICLE STENCILS’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘DOOR COMPLETE’.
06.07.1990 Repair ‘TRAIN PIPE (END)’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1991 Repair ‘STANCHION’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.05.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 831

Details: wagon ‘OBF 831 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 14.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 10.02.1995
Last Single Car Test: 18.03.1994
Last Lift: 01.12.1979

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BODY COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
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OBF 832

09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 833

Details: wagon ‘OBF 833 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 17.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Due Triple Valve: 01.06.1992
Last Lift: 01.06.1985

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 835

18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘DOOR COMPLETE’.
18.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
07.12.1990 Repair ‘STEP’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END FRAME MEMBER’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
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12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 836

18.08.1989 Repair ‘STEP’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BODY COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Repair ‘BRANCH PIPE’.
21.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 837

05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 838

Details: wagon ‘OBF 838 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 07.02.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 07.02.1977

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 840

23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘END HOSE’.
23.11.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.03.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 841

27.11.1989 Repair ‘DOOR LOCK MECHANISM’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘DOOR COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 842

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘END BRAKE COCK’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘TRAIN PIPE (END)’.
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Repair ‘STEP’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 843

06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Repair ‘HANDBRAKE HANDLE’.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
24.01.1992 Repair ‘END BRAKE COCK’.
03.11.1992 Repair ‘DOOR COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 844

28.08.1989 Repair ‘END HOSE’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 845

31.03.1992 Repair ‘STEP’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.08.1992 Repair ‘END BRAKE COCK’.
03.08.1992 Repair ‘END HOSE’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 846

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1990 Repair ‘END HOSE’.
03.04.1991 Repair ‘HANDRAILS END’.
03.07.1991 Repair ‘DOOR COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 847

20.03.1991 Repair ‘STEP’.
29.06.1991 Repair ‘STANCHION’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 848

25.02.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 849

06.08.1990 Repair ‘STEP’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 850

21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BRANCH PIPE’.
21.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1990 Repair ‘STANCHION’.
21.07.1990 Repair ‘STEP’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Repair ‘STEP’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘END FRAME MEMBER’.
27.05.1991 Repair ‘GRADE CONTROL VALVE’.
27.05.1991 Repair ‘STEP’.
05.07.1991 Repair ‘END HOSE’.
05.09.1991 Repair ‘STEP’.
05.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1991 Repair ‘STEP’.
19.08.1992 Repair ‘HANDRAILS’.
23.10.1992 Repair ‘VEHICLE COMPLETE’.
27.10.1992 Repair ‘BODY COMPLETE’.
21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 851

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘STEP’.
08.11.1989 Repair ‘VEHICLE COMPLETE’.
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11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 852

11.12.1989 Repair ‘HANDRAILS END’.
11.12.1989 Repair ‘STEP’.
21.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘GRADE CONTROL VALVE’.
05.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 853

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 854

Details: wagon ‘OBF 854 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 11.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 28.04.1995
Due Triple Valve: 03.08.1993
Last Triple Valve: 28.09.1992
Last Brake Cylinder: 06.04.1992
Last Lift: 06.01.1984

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

19.03.1992 Repair ‘BODY COMPLETE’.
19.03.1992 Repair ‘DOOR COMPLETE’.
19.03.1992 Repair ‘GRAFFITI REMOVAL’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘TRAIN PIPE (END)’.
06.05.1992 Repair ‘END BRAKE COCK’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
03.08.1992 Repair ‘STEP’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1992 Repair ‘STEP’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘HANDRAILS’.
28.09.1992 Repair ‘RELAY VALVE’.
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRANCH PIPE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1993 Repair ‘STEP’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘END BRAKE COCK’.
07.01.1994 Repair ‘END FRAME MEMBER’.
07.01.1994 Repair ‘HAND RELEASE (AIR)’.
07.01.1994 Repair ‘HANDRAILS’.
07.01.1994 Repair ‘SIDE MEMBER’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.

OBF 855

28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 857

Details: wagon ‘OBF 857 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 23.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Due Triple Valve: 01.03.1988
Last Lift: 13.03.1981

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 858

31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘END HOSE’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 859

18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘DOOR COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
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18.08.1990 Repair ‘VEHICLE STENCILS’.
31.05.1991 Repair ‘END BRAKE COCK’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
28.06.1991 Repair ‘STANCHION’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 860

28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BRAKE CONTROL PIPE’.
28.03.1991 Repair ‘BRANCH PIPE’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘EMPTY LOAD VALVE’.
29.06.1991 Repair ‘STANCHION’.
25.07.1991 Repair ‘HANDRAILS’.
11.08.1991 Repair ‘BRAKE BLOCK RB95’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 861

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 862

18.11.1987 Reclassified from wagon ‘OBF 862 V’ to ’ wagon ‘ZOT 862 X’.

OBF 863

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 864

16.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1990 Repair ‘HANDRAILS’.
16.10.1990 Repair ‘STEP’.
21.08.1991 Repair ‘END HOSE’.
21.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.12.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 865

09.04.1990 Repair ‘DOOR COMPLETE’.
20.04.1990 Repair ‘SIDE STEP’.
11.02.1991 Repair ‘END BRAKE COCK’.
11.02.1991 Repair ‘END HOSE’.
11.02.1991 Repair ‘TRAIN PIPE (END)’.
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30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 866

27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
30.08.1989 Repair ‘END HOSE’.
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘DOOR LOCK MECHANISM’.
25.01.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘DOOR COMPLETE’.
24.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 867

Details: wagon ‘OBF 867 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 06.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 09.12.1994
Last Single Car Test: 18.03.1994
Last Lift: 01.03.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.
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18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BODY COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.

OBF 868

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 869

Details: wagon ‘OBF 869 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 05.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 22.04.1980

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BODY COMPLETE’.
26.11.1993 Repair ‘DOOR COMPLETE’.
26.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
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OBF 871

30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.11.1991 Repair ‘VEHICLE SOLD’.

OBF 872

Details: wagon ‘OBF 872 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 18.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 23.05.1986

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 874

Details: wagon ‘OBF 874 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
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Date Built: 27.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Last Lift: 12.06.1978

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 875

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

19.03.1992 Repair ‘BODY COMPLETE’.
19.03.1992 Repair ‘DOOR COMPLETE’.
19.03.1992 Repair ‘GRAFFITI REMOVAL’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.04.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 876

18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Repair ‘STEP’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1992 Repair ‘TRAIN PIPE’.
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘SIDE MEMBER’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

11191



2. TIMS GROUP INFORMATION - WAGONS

OBF 877

25.09.1989 Repair ‘HANDRAILS’.
21.12.1989 Repair ‘HANDRAILS’.
21.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1990 Repair ‘HANDRAILS END’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘GRADE CONTROL VALVE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 878

Details: wagon ‘OBF 878 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 05.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 11.07.1992
Last Lift: 10.12.1982

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

11.07.1992 Repair ‘HANDRAILS’.
11.07.1992 Repair ‘HANDRAILS END’.
11.07.1992 Repair ‘STEP’.
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OBF 879

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 880

12.09.1989 Repair ‘VEHICLE COMPLETE’.
14.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 881

12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 882

23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘BRAKE CONTROL PIPE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘END BRAKE COCK’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 883

21.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 885

Details: wagon ‘OBF 885 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
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Date Built: 24.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 28.09.1994
Last Single Car Test: 18.03.1994
Last Lift: 09.12.1983

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

18.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1994 Repair ‘BODY COMPLETE’.
18.03.1994 Repair ‘DOOR COMPLETE’.
18.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.

OBF 886

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘DOOR COMPLETE’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 887

Details: wagon ‘OBF 887 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 27.09.1977
Operating System: AN
Intended Use: GENERAL
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Remarks: DOORS WELDED;GMH-SIMS
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WC SV
Return to Service Date: 28.09.1994
Due Triple Valve: 06.04.1993
Last Brake Cylinder: 06.04.1992
Last Lift: 01.12.1980

29.11.1991 Alteration complete ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE
WAGON OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

11.03.1992 Repair ‘BODY COMPLETE’.
11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Repair ‘GRAFFITI REMOVAL’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1992 Repair ‘STEP’.
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘BRAKE PULL ROD’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘END HOSE’.
09.09.1993 Repair ‘TRAIN PIPE (END)’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1993 Repair ‘END BRAKE COCK’.
27.09.1993 Repair ‘END HOSE’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Repair ‘END FRAME MEMBER’.
23.11.1993 Repair ‘END SHEETING’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.

OBF 888

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 889

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBF 890

28.06.1991 Repair ‘STANCHION’.
26.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
12.10.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 891

07.08.1990 Repair ‘STEP’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘DOOR COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 892

Details: wagon ‘OBF 892 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 22.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED;STORED IWS 22.03.90
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AC WC SV
Return to Service Date: 18.04.1988
Due Triple Valve: 01.01.1997
Last Lift: 30.01.1987

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.
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OBF 893

31.05.1990 Repair ‘STEP’.
15.10.1990 Repair ‘DOOR COVERING’.
30.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 894

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 895

18.11.1987 Reclassified from wagon ‘OBF 895 D’ to ’ wagon ‘ZOT 895 N’.

OBF 896

14.11.1990 Repair ‘STEP’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE CONTROL PIPE’.
22.03.1991 Repair ‘BRANCH PIPE’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
29.06.1991 Repair ‘STANCHION’.
23.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
23.11.1991 Repair ‘VEHICLE COMPLETE’.
28.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.06.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

OBF 897

Details: wagon ‘OBF 897 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 22.09.1977
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Operating System: AN
Intended Use: GENERAL
Remarks: DOORS SEALED
BSG Code: FDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: WE SV
Return to Service Date: 18.04.1988
Last Lift: 02.11.1984

29.11.1991 Alteration ‘MODIFY 30 OFF OBF‘S TOP SILLS TO PROTOTYPE WAGON
OBF 762. OBF 30 NO. TO BE SELECTED. (RS4664)’.

OBF 898

14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘COUPLER KNUCKLE’.
14.11.1990 Repair ‘HANDRAILS’.
14.11.1990 Repair ‘LASHING POINT’.
14.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1992 Repair ‘STEP’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.552 Wagon classification starting with ‘OBN’

OBN 1

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 2

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 3

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 4

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBN 5

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 6

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 7

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 8

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 9

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 10

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 11

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 12

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 13

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 14

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBN 15

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 16

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 17

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 18

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 19

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 20

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 21

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 22

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 23

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 24

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBN 25

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 26

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 27

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 28

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 29

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 30

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 31

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 32

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 33

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

OBN 34

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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OBN 35

23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.553 Wagon classification starting with ‘OCY’

OCY 34340

04.11.1987 Reclassified from wagon ‘OCY 34340 E’ to ’ wagon ‘NQOY 34340 J’.

OCY 34990

02.10.1987 Reclassified from wagon ‘OCY 34990 R’ to ’ wagon ‘NQOY 34990 W’.

OCY 34998

02.11.1987 Reclassified from wagon ‘OCY 34998 U’ to ’ wagon ‘NQOY 34998 C’.

OCY 35041

23.10.1987 Reclassified from wagon ‘OCY 35041 V’ to ’ wagon ‘NQOY 35041 D’.

2.554 Wagon classification starting with ‘OE’

OE 3

03.11.1988 Reclassified from wagon ‘OE 3 G’ to ’ wagon ‘FD 67 K’.

OE 4

25.01.1989 Reclassified from wagon ‘OE 4 P’ to ’ wagon ‘FD 68 T’.

OE 8

28.10.1988 Reclassified from wagon ‘OE 8 F’ to ’ wagon ‘FD 66 B’.

OE 11

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1988 Alteration ‘REMOVE SIDES FROM OE CLASS WAGONS AND FIT
STANCHIONS.RECLASSIFY FD CLASS. (2080B)’. New class: ‘FD’.

27.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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13.10.1993 Repair ‘BOGIE COMPLETE’.
13.10.1993 Repair ‘COUPLER COMPLETE’.
13.10.1993 Repair ‘END COMPLETE’.
13.10.1993 Repair ‘SIDE COMPLETE’.
13.10.1993 Repair ‘STANCHION’.
11.07.1995 Repair ‘VEHICLE SOLD’.

OE 12

Details: wagon ‘OE 12 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W124
Date Built: 01.07.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOGA
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Return to Service Date: 26.11.1996
Last Brake Cylinder: 19.03.1992
Last Single Car Test: 09.11.1994

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
14.08.1989 Repair ‘YOKE PIN’.
14.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘CE 12 Q’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
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04.07.1991 Repair ‘SIDE BEARER’.
04.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BOGIE WEAR PLATES’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘END FRAME MEMBER’.
28.01.1992 Repair ‘SIDE BEARER’.
28.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BRAKE BLOCK RB95’.
27.01.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘CE 12 Q’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘WEAR PLATES & SADDLES’.
29.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Repair ‘BRANCH PIPE’.
15.10.1993 Repair ‘SIDE MEMBER’.
15.10.1993 Repair ‘WEAR PLATES & SADDLES’.
15.10.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘BRAKE BLOCK RB95’.
21.01.1994 Repair ‘BRAKE LEVER’.
21.01.1994 Repair ‘COUPLER COMPLETE’.
21.01.1994 Repair ‘GRADE CONTROL VALVE’.
21.01.1994 Repair ‘SIDE MEMBER’.
21.01.1994 Repair ‘WEAR PLATES & SADDLES’.
21.01.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
19.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1994 Repair ‘BOGIE COMPLETE’.
19.04.1994 Repair ‘COUPLER COMPLETE’.
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19.04.1994 Repair ‘SIDE SHEET’.
19.04.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
15.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1994 Repair ‘BOGIE COMPLETE’.
15.08.1994 Repair ‘BRAKE BLOCK RB95’.
15.08.1994 Repair ‘COUPLER COMPLETE’.
15.08.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 12 Q’
09.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1994 Repair ‘BOGIE COMPLETE’.
09.11.1994 Repair ‘COUPLER COMPLETE’.
09.11.1994 Repair ‘END COMPLETE’.
09.11.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1994 Repair ‘SIDE COMPLETE’.
09.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
09.11.1994 Repair ‘VEHICLE STENCILS’.
09.11.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘CE 12 Q’
03.08.1995 Repair ‘BRAKE BLOCK RB95’.
26.11.1996 Repair ‘BRAKE BLOCK RB95’.
26.11.1996 Repair ‘WHEEL SET’.

OE 14

26.10.1988 Reclassified from wagon ‘OE 14 A’ to ’ wagon ‘FD 65 P’.

OE 16

26.10.1988 Reclassified from wagon ‘OE 16 S’ to ’ wagon ‘FD 63 U’.

OE 19

07.09.1988 Reclassified from wagon ‘OE 19 W’ to ’ wagon ‘FD 62 L’.

OE 24

26.10.1988 Reclassified from wagon ‘OE 24 X’ to ’ wagon ‘FD 64 G’.

OE 28

Details: wagon ‘OE 28 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.3tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W124
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX CE
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AC NA
Return to Service Date: 18.06.1993
Due Triple Valve: 13.03.1992
Last Single Car Test: 18.06.1993
Last Lift: 22.12.1983

11.07.1988 Alteration complete ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New
class: ‘OE’.

07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘CE 28 J’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘HOSE FITTINGS’.
21.12.1989 Repair ‘NYLON HOSE’.
21.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘CE 28 J’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
13.03.1991 Repair ‘END HOSE’.
13.03.1991 Repair ‘SIDE SILL’.
13.03.1991 Repair ‘TRAIN PIPE (END)’.
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Repair ‘WEAR PLATES & SADDLES’.
13.03.1991 Repair ‘WHEEL SET’.
13.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 28 J’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘WEAR PLATES & SADDLES’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.05.1991 Repair ‘WEAR PLATES & SADDLES’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘COUPLER COMPLETE’.
22.04.1993 Repair ‘END BRAKE COCK’.
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘STANCHION’.
18.06.1993 Repair ‘STANCHION’.
18.06.1993 Repair ‘TRAIN PIPE’.

2.555 Wagon classification starting with ‘OF’

OF 5

Details: wagon ‘OF 5 D’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 16.02.1951
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 31.05.86;SOLD TO ARHS
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 08.09.1980
Last Lift: 08.09.1980

OF 84

Details: wagon ‘OF 84 M’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
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Length Over Headstocks: 6.7m
Tare Weight: 8.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 01.01.1949
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 05.04.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 10.12.1980
Last Lift: 10.12.1980

OF 118

Details: wagon ‘OF 118 W’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 01.01.1949
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 03.11.1982
Last Lift: 03.11.1982

OF 138

Details: wagon ‘OF 138 P’ in AN ‘Mainland Division’.
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2.555. Wagon classification starting with ‘OF’

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 01.01.1949
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 05.04.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 12.05.1981
Last Lift: 12.05.1981

OF 202

Details: wagon ‘OF 202 N’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 06.12.1950
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 14.02.1983
Last Lift: 14.02.1983
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2. TIMS GROUP INFORMATION - WAGONS

OF 239

Details: wagon ‘OF 239 X’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 20.11.1950
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 28.06.1982
Last Lift: 23.04.1981

OF 280

Details: wagon ‘OF 280 N’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 31.10.1951
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 11.01.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes
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2.555. Wagon classification starting with ‘OF’

Fleet Grp Code: AH
Return to Service Date: 01.07.1987
Last Lift: 28.07.1977

OF 300

Details: wagon ‘OF 300 C’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 8.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $2330
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-11
Date Built: 30.01.1951
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.05.86;SOLD TO ARHS 15.05.86
BSG Code: SDOZ

Capacity of 22.4 tonnes

Fleet Grp Code: AH
Return to Service Date: 26.07.1983
Last Lift: 26.07.1983

OF 439

Details: wagon ‘OF 439 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 8.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $4130
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-10
Date Built: 06.10.1950
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 31.05.86;EX OBF;PERM. LOAN P.D.S.M
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: SDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WY
Return to Service Date: 14.01.1986
Last Lift: 14.01.1986

OF 824

Details: wagon ‘OF 824 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-6
Date Built: 03.12.1976
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 29.08.92
BSG Code: FDOZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WX WI
Return to Service Date: 29.08.1992
Last Lift: 11.05.1984

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Issued at location ‘Strathalbyn’ with a previous code of wagon ‘OBF 824 H’
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

2.556 Wagon classification starting with ‘OHN’

OHN 10

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.
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2.557. Wagon classification starting with ‘OMX’

29.01.1988 Alteration complete ‘RECLASSIFY ‘ENOH’ WAGONS TO ‘OHN’. FIT 1067
MM BOGIES EX ISL. WKS. ALTERATION CANCELLED 12.12.88 (RS4256)’. New
class: ‘OHN’.

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

OHN 16

02.04.1986 Alteration complete ‘RECLASSIFICATION OF NARROW GAUGE
ROLLINGSTOCK WITH PREFIX LETTERS ‘N’ AND ‘V’ TO‘EN’ FOR EYRE
PENINSULA VEHICLES TO MEET REQUIREMENTS OF GL2 ACCOUNTING
SYSTEM. (RS4005)’.

29.01.1988 Alteration complete ‘RECLASSIFY ‘ENOH’ WAGONS TO ‘OHN’. FIT 1067
MM BOGIES EX ISL. WKS. ALTERATION CANCELLED 12.12.88 (RS4256)’. New
class: ‘OHN’.

13.02.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.557 Wagon classification starting with ‘OMX’

OMX 51

19.05.1988 Reclassified from wagon ‘OMX 51 B’ to ’ wagon ‘AMMX 51 E’.

2.558 Wagon classification starting with ‘OPA’

OPA 1339

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

OPA 1340

Details: wagon ‘OPA 1340 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 18.3m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $36860
Diagram Book Page No.: NS 293
Date Built: 14.12.1955
Operating System: PORT DOCK STATION
Intended Use: GENERAL
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: W/O 23.03.85;PERMANENT LOAN P.D.S.
BSG Code: SSZZ

Capacity of 1 crew

Fleet Grp Code: AH
Return to Service Date: 30.11.1984
Last Lift: 24.05.1978

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

2.559 Wagon classification starting with ‘OPB’

OPB 74

Details: wagon ‘OPB 74 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 23.9m
Tare Weight: 60.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $296880
Diagram Book Page No.: NS 296
Date Built: 21.07.1950
Operating System: AN
Intended Use: GENERAL
Remarks: EX VPB;MARKETING VAN AUSRAIL RETAILERS
BSG Code: DSZZ

Fleet Grp Code: AH PZ PG
Return to Service Date: 11.02.1994
Last Brake Cylinder: 17.07.1992
Last Single Car Test: 27.01.1993
Last Lift: 22.06.1982

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE CLEARANCE’.
24.07.1989 Repair ‘END COMPLETE’.
24.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1989 Repair ‘SIDE BEARER’.
20.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
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2.559. Wagon classification starting with ‘OPB’

09.07.1990 Repair ‘BODY COMPLETE’.
03.07.1992 Alteration ‘REMOVE CHECK OUT COUNTER AND ASSOCIATED

SHELVING, MANUFACTURE AND FIT SERVING COUNTER, RELOCATE CASH
REGISTER, RELOCATE CASH SAFE AND MODIFY SHELVING. OPB 74 & 328.
(RS4713)’.

16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.07.1992 Repair ‘AXLEBOX’.
16.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1992 Repair ‘END COMPLETE’.
16.07.1992 Repair ‘END HOSE’.
16.07.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
16.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘END BRAKE COCK’.
26.01.1993 Repair ‘TRAIN PIPE (END)’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Repair ‘WHEEL SET’.
04.01.1994 Repair ‘END COMPLETE’.
11.02.1994 Repair ‘STEP’.

OPB 328

Details: wagon ‘OPB 328 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 23.9m
Tare Weight: 60.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $274680
Diagram Book Page No.: NS 296
Date Built: 01.06.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX VPB;MARKETING VAN AUSRAIL RETAILERS
BSG Code: DSZZ

Fleet Grp Code: AH PZ PG
Return to Service Date: 11.04.1994
Last Triple Valve: 27.09.1989
Last Single Car Test: 29.07.1988

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.
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21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE CLEARANCE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1989 Repair ‘SIDE BEARER’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1992 Repair ‘END HOSE’.
23.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1992 Repair ‘TRAIN PIPE’.
03.07.1992 Alteration ‘REMOVE CHECK OUT COUNTER AND ASSOCIATED

SHELVING, MANUFACTURE AND FIT SERVING COUNTER, RELOCATE CASH
REGISTER, RELOCATE CASH SAFE AND MODIFY SHELVING. OPB 74 & 328.
(RS4713)’.

08.11.1993 Repair ‘BRAKE PIN’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
20.12.1993 Repair ‘END COMPLETE’.
11.04.1994 Repair ‘BOGIE COMPLETE’.

2.560 Wagon classification starting with ‘OPC’

OPC 381

Details: wagon ‘OPC 381 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $27980
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB B-6
Date Built: 09.11.1964
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABLP;AUSRAIL VAN
BSG Code: DSZZ

Capacity of 10 tonnes
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2.560. Wagon classification starting with ‘OPC’

Fleet Grp Code: UZ AH WI
Return to Service Date: 15.03.1993
Due Triple Valve: 02.04.1988
Last Triple Valve: 25.06.1993
Last Brake Cylinder: 25.06.1993
Last Lift: 09.06.1987

02.06.1987 Alteration complete ‘CONVERT 4 B.G. AND 4 S.G. ‘AVAY’ BRAKEVANS FOR
LCL TRAFFIC. RECLASSIFY ‘ABLP‘. (RS4203)’.

14.04.1992 Alteration complete ‘STRIP INTERIOR, RELOCATE PARTITIONS,
INSULATE ROOF, BLANK EXTERIOR WINDOWS & FIT VENTS, INSTALL
EXTRACTION FANS, PAINT, INSTALL ELECTRIC POWER & LIGHT, RECLASSIFY
VANS TO ‘OPC‘. ABLP 381, AZXP 383,385 & 397. (RS4688)’. New class: ‘OPC’.

15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BEARERS’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1993 Repair ‘END COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE’.
15.03.1993 Repair ‘VEHICLE RECLASSIFY’.
05.04.1993 Repair ‘VEHICLE RECLASSIFY’.
05.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABLP 381 P’
01.08.1994 Alteration ‘REPLACE EXISTING BOGIES OF ‘OPC’ STORES VANS WITH

KINKI SHARYO KD208 BOGIES (EX MAIL VANS STIRLING NORTH). REMOVE
EXISTING SIDEBEARER SUPPORTS & REPLACE WITH NEW SIDEBEARER
SUPPORTS TO SUIT BOGIE. (RS4875)’.

OPC 383

Details: wagon ‘OPC 383 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB B-6
Date Built: 11.11.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZXP;AUSRAIL VAN
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: DSZZ

Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 04.01.1994
Due Triple Valve: 07.01.1990
Last Triple Valve: 25.06.1993
Last Brake Cylinder: 25.06.1993
Last Single Car Test: 14.01.1988
Last Lift: 18.02.1981

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

14.04.1992 Alteration complete ‘STRIP INTERIOR, RELOCATE PARTITIONS,
INSULATE ROOF, BLANK EXTERIOR WINDOWS & FIT VENTS, INSTALL
EXTRACTION FANS, PAINT, INSTALL ELECTRIC POWER & LIGHT, RECLASSIFY
VANS TO ‘OPC‘. ABLP 381, AZXP 383,385 & 397. (RS4688)’. New class: ‘OPC’.

15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BEARERS’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1993 Repair ‘END COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘VEHICLE RECLASSIFY’.
10.04.1993 Repair ‘VEHICLE RECLASSIFY’.
10.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZXP 383 C’
04.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1994 Alteration ‘REPLACE EXISTING BOGIES OF ‘OPC’ STORES VANS WITH

KINKI SHARYO KD208 BOGIES (EX MAIL VANS STIRLING NORTH). REMOVE
EXISTING SIDEBEARER SUPPORTS & REPLACE WITH NEW SIDEBEARER
SUPPORTS TO SUIT BOGIE. (RS4875)’.

OPC 384

09.01.1989 Reclassified from wagon ‘OPC 384 Q’ to ’ wagon ‘AZXP 384 L’.

OPC 385

Details: wagon ‘OPC 385 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
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2.560. Wagon classification starting with ‘OPC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB B-6
Date Built: 02.09.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZXP;AUSRAIL VAN
BSG Code: DSZZ

Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 30.11.1993
Due Triple Valve: 14.01.1989
Last Triple Valve: 25.06.1993
Last Brake Cylinder: 25.06.1993
Last Lift: 16.09.1982

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

14.04.1992 Alteration complete ‘STRIP INTERIOR, RELOCATE PARTITIONS,
INSULATE ROOF, BLANK EXTERIOR WINDOWS & FIT VENTS, INSTALL
EXTRACTION FANS, PAINT, INSTALL ELECTRIC POWER & LIGHT, RECLASSIFY
VANS TO ‘OPC‘. ABLP 381, AZXP 383,385 & 397. (RS4688)’. New class: ‘OPC’.

15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BEARERS’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1993 Repair ‘END COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE’.
15.03.1993 Repair ‘VEHICLE RECLASSIFY’.
01.04.1993 Repair ‘VEHICLE RECLASSIFY’.
01.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZXP 385 U’
30.11.1993 Repair ‘BODY COMPLETE’.
01.08.1994 Alteration ‘REPLACE EXISTING BOGIES OF ‘OPC’ STORES VANS WITH

KINKI SHARYO KD208 BOGIES (EX MAIL VANS STIRLING NORTH). REMOVE
EXISTING SIDEBEARER SUPPORTS & REPLACE WITH NEW SIDEBEARER
SUPPORTS TO SUIT BOGIE. (RS4875)’.
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OPC 397

Details: wagon ‘OPC 397 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.4m
Tare Weight: 28.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $24050
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB B-5
Date Built: 27.02.1963
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZXP;AUSRAIL VAN
BSG Code: DSZZ

Capacity of 10 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 07.02.1994
Due Triple Valve: 07.01.1990
Last Triple Valve: 25.06.1993
Last Brake Cylinder: 25.06.1993
Last Single Car Test: 14.01.1988
Last Lift: 19.02.1981

18.11.1987 Alteration complete ‘RECLASSIFY 11 BROAD GAUGE ‘AVAY’ AND 5
STANDARD GAUGE ‘AVAY’ BRAKE VANS TO ‘AZXP’. FOR VARIOUS ACCIDENT
TRAINS. USE EXISTING NUMBERS. AVAY‘S TO BE SELECTED. (RS4240)’. New
class: ‘AZXP’.

14.04.1992 Alteration complete ‘STRIP INTERIOR, RELOCATE PARTITIONS,
INSULATE ROOF, BLANK EXTERIOR WINDOWS & FIT VENTS, INSTALL
EXTRACTION FANS, PAINT, INSTALL ELECTRIC POWER & LIGHT, RECLASSIFY
VANS TO ‘OPC‘. ABLP 381, AZXP 383,385 & 397. (RS4688)’. New class: ‘OPC’.

28.02.1993 Repair ‘VEHICLE RECLASSIFY’.
28.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AZXP 397 A’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BEARERS’.
15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.03.1993 Repair ‘END COMPLETE’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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2.561. Wagon classification starting with ‘OT’

15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE’.
15.03.1993 Repair ‘VEHICLE RECLASSIFY’.
07.02.1994 Repair ‘BODY COMPLETE’.
01.08.1994 Alteration ‘REPLACE EXISTING BOGIES OF ‘OPC’ STORES VANS WITH

KINKI SHARYO KD208 BOGIES (EX MAIL VANS STIRLING NORTH). REMOVE
EXISTING SIDEBEARER SUPPORTS & REPLACE WITH NEW SIDEBEARER
SUPPORTS TO SUIT BOGIE. (RS4875)’.

2.561 Wagon classification starting with ‘OT’

OT 2

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

OT 3

Details: wagon ‘OT 3 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.8m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $900
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W37
Date Built: 01.01.1944
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: VACUUM BRAKE
BSG Code: DTTP

Fleet Grp Code: AH EX WT

Capacity of 22700 litres

OT 6

Details: wagon ‘OT 6 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.8m
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Tare Weight: 18.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $900
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W37
Date Built: 09.12.1940
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: VACUUM BRAKE
BSG Code: DTTP

Capacity of 22700 litres

Fleet Grp Code: AH EX WT

OT 7

Details: wagon ‘OT 7 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $900
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W38
Date Built: 14.05.1948
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: VACUUM BRAKE
BSG Code: DTTP

Capacity of 22700 litres

Fleet Grp Code: AH EX WT

2.562 Wagon classification starting with ‘OW’

OW 5

Details: wagon ‘OW 5 Y’ in AN ‘Mainland Division’.
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2.563. Wagon classification starting with ‘OWA’

Owner: AN
Operator: D
Length Over Headstocks: 19.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12790
Diagram Book Page No.: NS 267
Date Built: 02.10.1915
Operating System: ON LOAN
Intended Use: GENERAL
Remarks: W/O 09.01.88;LOAN TO WADLATA;WELFARE CAR
BSG Code: SSZZ

Capacity of 2 crew

Fleet Grp Code: AH
Return to Service Date: 29.06.1983
Last Lift: 04.05.1976

2.563 Wagon classification starting with ‘OWA’

OWA 91

Details: wagon ‘OWA 91 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 25m
Tare Weight: 50.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1952
Operating System: AN
Intended Use: GENERAL
Remarks: WELFARE CAR
BSG Code: DSZZ

Capacity of 2 tonnes

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1990 Repair ‘WHEEL SET’.
13.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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2. TIMS GROUP INFORMATION - WAGONS

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRANCH PIPE’.
19.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1990 Repair ‘END COMPLETE’.
19.12.1990 Repair ‘TRAIN PIPE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

2.564 Wagon classification starting with ‘OWB’

OWB 144

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE ADAPTER’.
08.11.1991 Repair ‘VEHICLE SOLD’.

2.565 Wagon classification starting with ‘OWP’

OWP 92

Details: wagon ‘OWP 92 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 45.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $100500
Date Built: 15.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: EX WP;MOBIL SHOWROOM AUSRAIL RETAILERS
BSG Code: DSZZ
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2.566. Wagon classification starting with ‘OWR’

Fleet Grp Code: AH PZ PG
Return to Service Date: 24.09.1986
Last Lift: 23.11.1978

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

2.566 Wagon classification starting with ‘OWR’

OWR 392

Details: wagon ‘OWR 392 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 21m
Tare Weight: 39.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51140
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-7
Date Built: 01.01.1965
Operating System: AN
Intended Use: GENERAL
Remarks: EX AVCY;R.I.C.E. CAR
BSG Code: DSZZ

Capacity of 25 tonnes

Fleet Grp Code: AH WN
Return to Service Date: 03.09.1993
Due Triple Valve: 01.03.1992
Last Brake Cylinder: 13.09.1990
Last Lift: 04.07.1983

23.07.1982 Alteration complete ‘CONVERSION OF (5) AVCY BRAKE VANS , (5) ‘AG’
AND (4) ‘BG’ COACH CARS FROM 1600MM TO 1435MM GUAGE BY
MODIFYING BOGIES. (C1975)’.

24.10.1989 Alteration complete ‘REFURBISHMENT OF BRAKE VAN ‘AVCY’ 392 TO
SUIT REQUIREMENTS OF R.I.C.E. PASSENGER CAR BOGIES TO BE MADE
AVAILABLE (1435MM GA) AND RECLASSIFY TO ‘OWR’ 392T AVCY392 (RS4454)’.
New class: ‘OWR’.

14.02.1990 Repair ‘INTERIOR FURBISHINGS (PASS.)’.
14.02.1990 Repair ‘VEHICLE RECLASSIFY’.
14.02.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AVCY 392 M’
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2. TIMS GROUP INFORMATION - WAGONS

06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.09.1990 Repair ‘BOGIE CLEARANCE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘END COMPLETE’.
06.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1993 Repair ‘BODY COMPLETE’.

2.567 Wagon classification starting with ‘OX’

OX 45

27.06.1986 Reclassified from wagon ‘OX 45 C’ to ’ wagon ‘AZVL 45 Y’.

2.568 Wagon classification starting with ‘P’

P 1

Details: wagon ‘P 1 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 5.6m
Tare Weight: 10tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDBZ

P 24

Details: wagon ‘P 24 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 5.6m
Tare Weight: 10tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDBZ
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2.569. Wagon classification starting with ‘PA’

P 37

Details: wagon ‘P 37 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 5.6m
Tare Weight: 10tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDBZ

2.569 Wagon classification starting with ‘PA’

PA 1

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

PA 280

20.10.1986 Alteration complete ‘FITTING OF SPLIT SYSTEM AIR CONDITIONING TO
PA 280 & PA 281 PAY VANS. PA 280 & 281. (RS4154)’.

24.11.1988 Alteration complete ‘PROVISION OF HOT WATER SUPPLY TO HAND
BASINS & KITCHEN SINK IN PAY VANS. PA 280, 281 & 367. (RS4361)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1990 Repair ‘END COMPLETE’.
20.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1990 Repair ‘TOP CENTRE PLATE’.
20.08.1990 Repair ‘TRAIN PIPE’.
24.10.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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03.02.1993 Repair ‘VEHICLE SOLD’.

PA 281

Details: wagon ‘PA 281 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.6m
Tare Weight: 30.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $72680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: NS 124
Date Built: 24.03.1972
Operating System: AN
Intended Use: GENERAL
Remarks: PAY VAN
BSG Code: DSZZ

Capacity of 2 crew

Fleet Grp Code: AH PZ UP
Return to Service Date: 24.10.1995
Last Single Car Test: 22.09.1988
Last Lift: 19.08.1981

20.10.1986 Alteration complete ‘FITTING OF SPLIT SYSTEM AIR CONDITIONING TO
PA 280 & PA 281 PAY VANS. PA 280 & 281. (RS4154)’.

24.11.1988 Alteration complete ‘PROVISION OF HOT WATER SUPPLY TO HAND
BASINS & KITCHEN SINK IN PAY VANS. PA 280, 281 & 367. (RS4361)’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
26.10.1989 Repair ‘END COMPLETE’.
26.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1989 Repair ‘TOP CENTRE PLATE’.
26.10.1989 Repair ‘TRAIN PIPE’.
26.10.1989 Repair ‘WEAR PLATES & SADDLES’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1992 Repair ‘TOP CENTRE PLATE’.
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2.569. Wagon classification starting with ‘PA’

28.09.1993 Repair ‘WHEEL SET’.
09.12.1993 Repair ‘WHEEL SET’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.

PA 367

Details: wagon ‘PA 367 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.6m
Tare Weight: 30.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $73010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: NS 124
Date Built: 29.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: PAY VAN;EX NPA 88
BSG Code: DSZZ

Capacity of 2 crew

Fleet Grp Code: AH PZ
Return to Service Date: 04.11.1992
Last Brake Cylinder: 06.07.1992
Last Single Car Test: 28.09.1988
Last Lift: 08.12.1982

24.11.1988 Alteration complete ‘PROVISION OF HOT WATER SUPPLY TO HAND
BASINS & KITCHEN SINK IN PAY VANS. PA 280, 281 & 367. (RS4361)’.

16.05.1989 Alteration complete ‘FIT 1.8 MM THICK LEAD SHEET TO THE FLOORS
OF ALL STANDARD GAUGE PASSENGER CARS, INCLUDING I.P. CARS.
(RS4420)’.

11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Repair ‘END HOSE’.
23.06.1992 Repair ‘BOGIE SPRING’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BOGIE WEAR PLATES’.
01.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

28.10.1992 Alteration complete ‘REMOVE FIXTURES AND FIT LEAD SHEET AND
CARPET TO THE FLOOR OF PA367 OTHER WORK TO BE UNDERTAKEN AS
DIRECTED BY THE MANAGER LOCOMOTIVE DRIVERS. PA367. (RS4740)’.

04.11.1992 Repair ‘FLOOR CARPET’.
04.11.1992 Repair ‘FLOOR COMPLETE’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BEARERS’.
07.01.1993 Repair ‘BOGIE CLEARANCE’.
07.01.1993 Repair ‘BOGIE COMPLETE’.
07.01.1993 Repair ‘END COMPLETE’.
07.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
07.01.1993 Repair ‘TRAIN PIPE’.
07.01.1993 Repair ‘WHEEL SET’.

2.570 Wagon classification starting with ‘PB’

PB 1

30.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

2.571 Wagon classification starting with ‘PC’

PC 1

Details: wagon ‘PC 1 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $35580
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W106
Date Built: 26.10.1971
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX TB
BSG Code: FTPC

Capacity of 46 tonnes

Fleet Grp Code: AF ND
Last Single Car Test: 17.11.1988
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2.571. Wagon classification starting with ‘PC’

PC 2

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

PC 3

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

PC 4

Details: wagon ‘PC 4 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $35580
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W106
Date Built: 17.03.1976
Operating System: AN
Intended Use: CEMENT BULK
Remarks: EX TB
BSG Code: FTPC

Capacity of 46 tonnes

Fleet Grp Code: AF ND

PC 5

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

PC 6

Details: wagon ‘PC 6 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.3m
Tare Weight: 16.5tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W106
Date Built: 01.01.1976
Operating System: AN
Intended Use: CEMENT
Remarks: EX E.B.R. OWNED
BSG Code: FTPC

Capacity of 46 tonnes

Fleet Grp Code: ND
Return to Service Date: 07.09.1994
Last Triple Valve: 06.01.1989
Last Brake Cylinder: 06.01.1989
Last Single Car Test: 07.09.1994

05.01.1989 Alteration complete ‘AIRBRAKE AND RECLASSIFY TX CLASS TO PC
CLASS WAGONS. (2104)’. New class: ‘PC’.

03.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Repair ‘END BRAKE COCK’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1992 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.04.1992 Repair ‘CEMENT WAG. VALVES’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘CEMENT WAG. VALVES’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘HANDRAILS’.
16.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE COMPLETE’.
07.01.1993 Repair ‘COUPLER COMPLETE’.
07.01.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
07.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
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2.571. Wagon classification starting with ‘PC’

14.10.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1994 Repair ‘BOGIE COMPLETE’.
21.03.1994 Repair ‘BRAKE BLOCK RB95’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BOGIE COMPLETE’.
29.08.1994 Repair ‘BRAKE PULL ROD’.
29.08.1994 Repair ‘COUPLER COMPLETE’.
29.08.1994 Repair ‘END BRAKE COCK’.
29.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1994 Repair ‘WHEEL SET’.
07.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1994 Repair ‘BOGIE COMPLETE’.
07.09.1994 Repair ‘COUPLER COMPLETE’.
07.09.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.

PC 7

Details: wagon ‘PC 7 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.3m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W106
Date Built: 01.01.1976
Operating System: AN
Intended Use: CEMENT
Remarks: EX E.B.R. OWNED
BSG Code: FTPC

Capacity of 46 tonnes

Fleet Grp Code: ND
Return to Service Date: 28.06.1996
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 16.01.1989
Last Single Car Test: 01.07.1996
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05.01.1989 Alteration complete ‘AIRBRAKE AND RECLASSIFY TX CLASS TO PC
CLASS WAGONS. (2104)’. New class: ‘PC’.

01.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘CEMENT WAG. VALVES’.
13.06.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘CEMENT WAG. VALVES’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘DISCHARGE DOOR’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘BRAKE CONTROL PIPE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘CEMENT WAG. VALVES’.
27.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘BRAKE PULL ROD’.
27.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.01.1993 Repair ‘COUPLER COMPLETE’.
27.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1993 Repair ‘WHEEL SET’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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2.572. Wagon classification starting with ‘PCO’

21.03.1994 Repair ‘BOGIE COMPLETE’.
21.03.1994 Repair ‘BRAKE PULL ROD’.
21.03.1994 Repair ‘COUPLER COMPLETE’.
21.03.1994 Repair ‘END HOSE’.
21.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1994 Repair ‘VEHICLE STENCILS’.
27.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1994 Repair ‘BOGIE COMPLETE’.
27.06.1994 Repair ‘CEMENT WAG. CONES’.
27.06.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
27.06.1994 Repair ‘COUPLER COMPLETE’.
27.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1996 Repair ‘BRAKE PULL ROD’.
28.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2.572 Wagon classification starting with ‘PCO’

PCO 1

Details: wagon ‘PCO 1 H’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $55170
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-2
Date Built: 18.09.1964
Operating System: AN & V/LINE
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;JOINT STOCK AN-V/LINE
BSG Code: BBML

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 16.03.1987
Due Triple Valve: 01.03.1995
Last Lift: 10.03.1987

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.
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19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.

PCO 2

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.

08.10.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

PCO 3

Details: wagon ‘PCO 3 C’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 57.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $55170
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-2
Date Built: 22.09.1970
Operating System: AN & V/LINE
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;JOINT STOCK AN-V/LINE
BSG Code: BBML

Fleet Grp Code: AH
Return to Service Date: 10.02.1988
Last Lift: 16.07.1984

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.
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2.573. Wagon classification starting with ‘PFM’

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.

PCO 4

Details: wagon ‘PCO 4 L’ in AN ‘Mainland Division’.

Owner: AN &V/LINE
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $55170
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB B-2
Date Built: 27.10.1970
Operating System: AN & V/LINE
Intended Use: GENERAL
Remarks: POWER BRAKE VAN;JOINT STOCK AN-V/LINE
BSG Code: BBML

Fleet Grp Code: AH
Return to Service Date: 01.03.1994
Last Lift: 04.12.1984

17.12.1986 Alteration complete ‘APPLY CHECK LETTER TO CLASS & NUMBER OF
APPROXIMATELY 443 LOCOMOTIVES, PASSENGER CARS AND RAIL CARS.
CLASSIFY OVERLAND SLEEPING CARS. (RS4173)’.

19.03.1987 Alteration complete ‘INSTALLATION OF EMERGENCY KEY BOXES TO
PASSENGER CARS. (RS4190)’.

19.11.1987 Alteration complete ‘DELETE ALL EXTERIOR ‘V & ANR’ LETTERING
FROM OVERLAND ROLLINGSTOCK. ALL OVERLAND ROLLINGSTOCK.
(RS4241)’.

01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.

2.573 Wagon classification starting with ‘PFM’

PFM 37

29.09.1986 Reclassified from wagon ‘PFM 37 Q’ to ’ wagon ‘AZVA 37 D’.

PFM 38

14.10.1988 Reclassified from wagon ‘PFM 38 C’ to ’ wagon ‘AZVF 38 J’.
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2.574 Wagon classification starting with ‘PG’

PG 69

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.575 Wagon classification starting with ‘PGA’

PGA 1

Details: wagon ‘PGA 1 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 28.08.1913
Operating System: AN
Intended Use: GENERAL
Remarks: EX VGA;CCE MOBIL POWER PLANT VAN
BSG Code: DSVZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 15.01.1988
Last Lift: 26.09.1979

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

PGA 17

Details: wagon ‘PGA 17 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
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2.575. Wagon classification starting with ‘PGA’

Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 15.01.1914
Operating System: AN
Intended Use: GENERAL
Remarks: EX VGA;CCE MOBILE POWER PLANT VAN
BSG Code: DSVZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 23.11.1984
Last Lift: 05.02.1971

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

PGA 21

Details: wagon ‘PGA 21 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 15.03.1914
Operating System: AN
Intended Use: GENERAL
Remarks: EX VGA;CCE MOBIL POWER PLANT VAN
BSG Code: DSVZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 22.03.1985
Last Lift: 13.02.1968

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.
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PGA 37

Details: wagon ‘PGA 37 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 15.03.1914
Operating System: AN
Intended Use: GENERAL
Remarks: EX VGA;CCE POWER PLANT (NC 87-806)
BSG Code: DSVZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 25.07.1986
Last Lift: 26.09.1979

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

PGA 58

Details: wagon ‘PGA 58 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 02.03.1914
Operating System: AN
Intended Use: GENERAL
Remarks: EX VGA;CCE MOBILE POWER PLANT VAN
BSG Code: DSVZ
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2.576. Wagon classification starting with ‘PGB’

Capacity of 0.1 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 23.11.1984
Last Lift: 04.11.1981

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

2.576 Wagon classification starting with ‘PGB’

PGB 377

Details: wagon ‘PGB 377 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 44.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $113240
Diagram Book Page No.: NN38A
Date Built: 01.01.1964
Operating System: AN
Intended Use: GENERAL
Remarks: POWER VAN;EX VGB
BSG Code: DSVZ

Capacity of 40 tonnes

Fleet Grp Code: AH PZ UP
Return to Service Date: 19.09.1995
Last Brake Cylinder: 15.07.1993
Last Lift: 18.07.1983

08.11.1984 Alteration complete ‘RECLASSIFICATION OF STANDARD AND BROAD
GAUGE ROLLINGSTOCK WITH PREFIX LETTERS ‘V’ AND ‘W’ TO MEET
REQUIREMENTS OF GL2 ACCOUNTING SYSTEM. (RS4006)’. New class: ‘RE’.

07.08.1989 Alteration ‘REMOVE CONCERTINAS INCLUDING PLATFORM BUFFING
GEAR FROM POWER VANS USED FOR REFRIGERATED CONTAINER TRAFFIC.
PGB 377 & PGC 395. (RS4442)’.

24.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘HANDBRAKE HANDLE’.
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.08.1991 Repair ‘BOGIE CLEARANCE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘END COMPLETE’.
26.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1991 Repair ‘WHEEL SET’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BOGIE SPRING’.
02.12.1992 Repair ‘END COMPLETE’.
02.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1992 Repair ‘WEAR PLATES & SADDLES’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1993 Repair ‘BRAKE LEVER’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.

2.577 Wagon classification starting with ‘PGC’

PGC 395

Details: wagon ‘PGC 395 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 44.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $137250
Diagram Book Page No.: NN38B
Date Built: 01.01.1967
Operating System: AN
Intended Use: GENERAL
Remarks: POWER VAN;EX VGC
BSG Code: DSVZ

Capacity of 40 tonnes

Fleet Grp Code: AH UP PZ
Return to Service Date: 08.09.1995
Last Brake Cylinder: 09.10.1992
Last Lift: 18.08.1983
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2.578. Wagon classification starting with ‘PH’

07.08.1989 Alteration ‘REMOVE CONCERTINAS INCLUDING PLATFORM BUFFING
GEAR FROM POWER VANS USED FOR REFRIGERATED CONTAINER TRAFFIC.
PGB 377 & PGC 395. (RS4442)’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘WHEEL SET’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BRAKE LEVER’.
09.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BEARERS’.
18.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.02.1993 Repair ‘END COMPLETE’.
18.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1993 Repair ‘WEAR PLATES & SADDLES’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1993 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.

2.578 Wagon classification starting with ‘PH’

PH 451

Details: wagon ‘PH 451 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.9m
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Tare Weight: 43tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: FOR USE WITH HEAD END CAR SETS
BSG Code: BBSP

Capacity of 48 tonnes

PH 453

Details: wagon ‘PH 453 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 43tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: FOR USE WITH HEAD END CAR SETS
BSG Code: BBSP

Capacity of 48 tonnes

2.579 Wagon classification starting with ‘PHA’

PHA 2392

Details: wagon ‘PHA 2392 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 22.5m
Tare Weight: 54tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
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2.580. Wagon classification starting with ‘PHG’

Intended Use: GENERAL
Remarks: POWER VAN
BSG Code: BSSP

Capacity of 30 tonnes

PHA 2396

Details: wagon ‘PHA 2396 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 54tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: POWER VAN
BSG Code: BSSP

Capacity of 30 tonnes

2.580 Wagon classification starting with ‘PHG’

PHG 12720

Details: wagon ‘PHG 12720 U’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: ARHS
Intended Use: GENERAL
Remarks: POWER VAN
BSG Code: BSSP

Capacity of 25 tonnes
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2.581 Wagon classification starting with ‘PHN’

PHN 2361

Details: wagon ‘PHN 2361 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 22.5m
Tare Weight: 59tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: BSSL

Capacity of 60 tonnes

2.582 Wagon classification starting with ‘PHV’

PHV 2403

Details: wagon ‘PHV 2403 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 56.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: POWER VAN
BSG Code: BSSP

Capacity of 15 tonnes

2.583 Wagon classification starting with ‘PRA’

PRA 1

Details: wagon ‘PRA 1 S’ in AN ‘Mainland Division’.
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2.584. Wagon classification starting with ‘PWA’

Owner: PRA
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 31.05.1995
Operating System: AN
Intended Use: GRAIN BULK
Remarks: TESTING IN AUSTRALIA ONLY
BSG Code: SSHG

Capacity of 67 tonnes

Fleet Grp Code: AF
Return to Service Date: 01.08.1995

01.08.1995 Repair ‘VEHICLE COMPLETE’.

2.584 Wagon classification starting with ‘PWA’

PWA 2

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.01.1991 Repair ‘VEHICLE SOLD’.

PWA 3

Details: wagon ‘PWA 3 A’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 25.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Diagram Book Page No.: CB D-5
Date Built: 01.01.1965
Operating System: ARHS
Intended Use: GENERAL
Remarks: ABLUTIONS CAR
BSG Code: SBZZ

Capacity of 4 crew
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PWA 4

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.08.1990 Repair ‘VEHICLE SOLD’.

PWA 5

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.08.1990 Repair ‘VEHICLE SOLD’.

PWA 8

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.01.1991 Repair ‘VEHICLE SOLD’.

PWA 9

Details: wagon ‘PWA 9 X’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 17.1m
Tare Weight: 25.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Diagram Book Page No.: CB D-5
Date Built: 01.01.1965
Operating System: ARHS
Intended Use: GENERAL
Remarks: ABLUTIONS CAR
BSG Code: SBZZ

Capacity of 4 crew

PWA 10

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.01.1991 Repair ‘VEHICLE SOLD’.

2.585 Wagon classification starting with ‘PWK’

PWK 3

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.08.1990 Repair ‘VEHICLE SOLD’.
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2.586. Wagon classification starting with ‘PWS’

PWK 9

Details: wagon ‘PWK 9 P’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 27.7tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $13200
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB D-4
Date Built: 31.03.1914
Operating System: ARHS
Intended Use: GENERAL
Remarks: DINING CAR;W/O & SOLD TO ARHS 24.09.87
BSG Code: SBZZ

Capacity of 10 crew

Fleet Grp Code: WX AH
Return to Service Date: 16.08.1984
Last Lift: 17.04.1979

PWK 10

25.05.1990 Repair ‘VEHICLE SOLD’.

PWK 16

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.04.1990 Repair ‘VEHICLE SOLD’.

2.586 Wagon classification starting with ‘PWS’

PWS 1

15.08.1990 Repair ‘VEHICLE SOLD’.

PWS 2

Details: wagon ‘PWS 2 W’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 15.5m

11249



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 26.1tonne
Current Gauge: Broad
Gauge Restrictions: S+B/N
Bogie Configuration: 2X2
Original Cost: $3350
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: CB D-2
Date Built: 15.03.1913
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 12.12.87;SOLD TO PDSM 22.09.88
BSG Code: SXZZ

Capacity of 8 sleeping

Fleet Grp Code: AH WM
Return to Service Date: 22.09.1988
Last Lift: 18.04.1972

PWS 3

Details: wagon ‘PWS 3 X’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 26.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $4590
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB D-2
Date Built: 31.03.1914
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 22.07.89;SOLD TO ARHS 24.12.90
BSG Code: SBZZ

Capacity of 7 sleeping

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.12.1990 Repair ‘VEHICLE SOLD’.

PWS 14

Details: wagon ‘PWS 14 C’ in AN ‘Mainland Division’.
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2.586. Wagon classification starting with ‘PWS’

Owner: ARHS
Operator: D
Length Over Headstocks: 16.8m
Tare Weight: 19.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $11150
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB D-3
Date Built: 21.06.1928
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 22.07.89;SOLD TO ARHS 31.08.90
BSG Code: SBZZ

Capacity of 8 sleeping

Fleet Grp Code: AH WM
Return to Service Date: 31.08.1990
Last Lift: 01.10.1980

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.08.1990 Repair ‘VEHICLE SOLD’.

PWS 27

Details: wagon ‘PWS 27 Y’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 16.8m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $20060
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB D-3
Date Built: 06.09.1930
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 22.07.89;SOLD TO ARHS 31.08.90
BSG Code: SBZZ

Capacity of 8 sleeping
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Fleet Grp Code: AH WM
Return to Service Date: 31.08.1990
Last Lift: 02.05.1973

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
31.08.1990 Repair ‘VEHICLE SOLD’.

2.587 Wagon classification starting with ‘PWT’

PWT 3

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.06.1990 Repair ‘VEHICLE SOLD’.

PWT 15

14.12.1990 Repair ‘VEHICLE SOLD’.

2.588 Wagon classification starting with ‘QA’

QA 14

15.11.1986 Reclassified from wagon ‘QA 14 R’ to ’ wagon ‘HA 31 U’.

QA 18

03.12.1986 Reclassified from wagon ‘QA 18 H’ to ’ wagon ‘HA 33 P’.

QA 23

25.11.1986 Reclassified from wagon ‘QA 23 Q’ to ’ wagon ‘HH 1 K’.

QA 24

19.11.1986 Reclassified from wagon ‘QA 24 C’ to ’ wagon ‘HA 32 G’.

QA 25

29.09.1986 Reclassified from wagon ‘QA 25 L’ to ’ wagon ‘HA 27 U’.

QA 26

15.11.1986 Reclassified from wagon ‘QA 26 U’ to ’ wagon ‘HA 28 G’.

QA 28

19.11.1986 Reclassified from wagon ‘QA 28 P’ to ’ wagon ‘HA 29 P’.

QA 34

15.11.1986 Reclassified from wagon ‘QA 34 K’ to ’ wagon ‘HA 30 L’.
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2.589. Wagon classification starting with ‘QB’

2.589 Wagon classification starting with ‘QB’

QB 1

20.03.1987 Reclassified from wagon ‘QB 1 H’ to ’ wagon ‘ZH 1 H’.

QB 2

18.03.1987 Reclassified from wagon ‘QB 2 Q’ to ’ wagon ‘ZH 2 Q’.
18.03.1987 Reclassified from wagon ‘QB 2 Q’ to ’ wagon ‘ZH 2 Y’.

QB 3

10.04.1987 Reclassified from wagon ‘QB 3 C’ to ’ wagon ‘ZH 3 A’.

QB 4

24.04.1987 Reclassified from wagon ‘QB 4 L’ to ’ wagon ‘ZH 4 J’.

2.590 Wagon classification starting with ‘QC’

QC 1

Details: wagon ‘QC 1 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $23540
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W130
Date Built: 01.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX NQ;FITTED WITH 2 X 18T BK. BOGIES
BSG Code: FTQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA
Return to Service Date: 12.02.1997
Last Triple Valve: 12.02.1997
Last Single Car Test: 12.02.1997
Last Lift: 10.10.1977
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23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘BRAKE BLOCK RB95’.
23.10.1990 Repair ‘WEAR PLATES & SADDLES’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1992 Repair ‘TWIST LOCK’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘COUPLER COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘VEHICLE CHECK LETTER ADDED’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1993 Repair ‘WHEEL SET’.
11.05.1995 Repair ‘COUPLER COMPLETE’.
08.12.1995 Repair ‘TRAIN PIPE’.
18.10.1996 Repair ‘BOGIE ADAPTER’.
18.10.1996 Repair ‘BRAKE LEVER’.
22.01.1997 Repair ‘BOGIE COMPLETE’.
22.01.1997 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
12.02.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QC 2

Details: wagon ‘QC 2 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $23540
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W130
Date Built: 01.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX NQ
BSG Code: FTQZ

Capacity of 50 tonnes

Fleet Grp Code: NA
Return to Service Date: 23.11.1995
Last Triple Valve: 26.05.1988
Last Single Car Test: 22.02.1994
Last Lift: 20.12.1977

16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1992 Repair ‘BOGIE COMPLETE’.
17.06.1992 Repair ‘COUPLER COMPLETE’.
17.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1992 Repair ‘SIDE BEARER’.
17.06.1992 Repair ‘STEP’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘END BRAKE COCK’.
01.07.1993 Repair ‘END BRAKE COCK’.
01.07.1993 Repair ‘TWIST LOCK’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BRAKE PULL ROD’.
10.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘TRAIN PIPE’.
23.11.1995 Repair ‘WHEEL SET’.
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2.591 Wagon classification starting with ‘QD’

QD 4

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

QD 5

01.12.1989 Repair ‘VEHICLE SOLD’.

QD 9

01.12.1989 Repair ‘VEHICLE SOLD’.

QD 10

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.592 Wagon classification starting with ‘QE’

QE 1

26.07.1991 Reclassified from wagon ‘QE 1 N’ to ’ wagon ‘HE 1 E’.

QE 2

23.07.1991 Reclassified from wagon ‘QE 2 W’ to ’ wagon ‘HE 2 N’.

QE 3

05.09.1991 Reclassified from wagon ‘QE 3 X’ to ’ wagon ‘HE 3 W’.

QE 4

06.08.1990 Reclassified from wagon ‘QE 4 R’ to ’ wagon ‘HE 4 X’.

QE 5

04.11.1991 Reclassified from wagon ‘QE 5 D’ to ’ wagon ‘HE 5 R’.

QE 6

08.01.1992 Reclassified from wagon ‘QE 6 M’ to ’ wagon ‘HE 6 D’.

QE 7

11.07.1991 Reclassified from wagon ‘QE 7 V’ to ’ wagon ‘HE 7 M’.
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QE 8

04.03.1992 Reclassified from wagon ‘QE 8 H’ to ’ wagon ‘HE 8 V’.

QE 9

06.12.1991 Reclassified from wagon ‘QE 9 Q’ to ’ wagon ‘HE 9 H’.

QE 10

18.07.1991 Reclassified from wagon ‘QE 10 M’ to ’ wagon ‘HE 10 D’.

2.593 Wagon classification starting with ‘QF’

QF 1

26.04.1988 Reclassified from wagon ‘QF 1 P’ to ’ wagon ‘HF 1 G’.

QF 2

28.05.1987 Reclassified from wagon ‘QF 2 B’ to ’ wagon ‘HF 2 P’.

QF 3

09.08.1988 Reclassified from wagon ‘QF 3 K’ to ’ wagon ‘HF 3 B’.

QF 4

26.11.1987 Reclassified from wagon ‘QF 4 T’ to ’ wagon ‘HF 4 K’.

QF 5

19.06.1987 Reclassified from wagon ‘QF 5 F’ to ’ wagon ‘HF 5 T’.

QF 6

08.04.1988 Reclassified from wagon ‘QF 6 Y’ to ’ wagon ‘HF 6 F’.

QF 7

27.05.1988 Reclassified from wagon ‘QF 7 A’ to ’ wagon ‘HF 7 Y’.

QF 9

13.05.1988 Reclassified from wagon ‘QF 9 S’ to ’ wagon ‘HF 9 J’.

QF 11

15.06.1988 Reclassified from wagon ‘QF 11 A’ to ’ wagon ‘HF 11 Y’.
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QF 12

22.07.1987 Reclassified from wagon ‘QF 12 J’ to ’ wagon ‘HF 12 A’.

QF 13

26.04.1988 Reclassified from wagon ‘QF 13 S’ to ’ wagon ‘HF 13 J’.

QF 14

28.03.1988 Reclassified from wagon ‘QF 14 E’ to ’ wagon ‘HF 14 S’.

QF 16

26.04.1988 Reclassified from wagon ‘QF 16 W’ to ’ wagon ‘HF 16 N’.

QF 17

08.03.1989 Reclassified from wagon ‘QF 17 X’ to ’ wagon ‘HF 17 W’.

QF 19

08.04.1988 Reclassified from wagon ‘QF 19 D’ to ’ wagon ‘HF 19 R’.

QF 20

01.03.1988 Reclassified from wagon ‘QF 20 W’ to ’ wagon ‘HF 20 N’.

QF 21

13.08.1987 Reclassified from wagon ‘QF 21 X’ to ’ wagon ‘HF 21 W’.

QF 22

21.03.1988 Reclassified from wagon ‘QF 22 R’ to ’ wagon ‘HF 22 X’.

QF 23

07.09.1987 Reclassified from wagon ‘QF 23 D’ to ’ wagon ‘HF 23 R’.

QF 24

07.09.1987 Reclassified from wagon ‘QF 24 M’ to ’ wagon ‘HF 24 D’.

QF 25

21.03.1988 Reclassified from wagon ‘QF 25 V’ to ’ wagon ‘HF 25 M’.

QF 26

12.06.1987 Reclassified from wagon ‘QF 26 H’ to ’ wagon ‘HF 26 V’.

11258



2.593. Wagon classification starting with ‘QF’

QF 27

12.08.1987 Reclassified from wagon ‘QF 27 Q’ to ’ wagon ‘HF 27 H’.

QF 28

17.07.1987 Reclassified from wagon ‘QF 28 C’ to ’ wagon ‘HF 28 Q’.

QF 29

01.03.1988 Reclassified from wagon ‘QF 29 L’ to ’ wagon ‘HF 29 C’.

QF 30

11.09.1987 Reclassified from wagon ‘QF 30 H’ to ’ wagon ‘HF 30 V’.

QF 31

26.05.1988 Reclassified from wagon ‘QF 31 Q’ to ’ wagon ‘HF 31 H’.

QF 32

10.11.1987 Reclassified from wagon ‘QF 32 C’ to ’ wagon ‘HF 32 Q’.

QF 33

08.04.1988 Reclassified from wagon ‘QF 33 L’ to ’ wagon ‘HF 33 C’.

QF 34

27.04.1988 Reclassified from wagon ‘QF 34 U’ to ’ wagon ‘HF 34 L’.

QF 35

04.10.1988 Reclassified from wagon ‘QF 35 G’ to ’ wagon ‘HF 35 U’.

QF 36

30.06.1989 Reclassified from wagon ‘QF 36 P’ to ’ wagon ‘HF 36 G’.

QF 37

18.08.1988 Reclassified from wagon ‘QF 37 B’ to ’ wagon ‘HF 37 P’.

QF 38

03.08.1987 Reclassified from wagon ‘QF 38 K’ to ’ wagon ‘HF 38 B’.

QF 39

20.09.1988 Reclassified from wagon ‘QF 39 T’ to ’ wagon ‘HF 39 K’.
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QF 40

18.08.1988 Reclassified from wagon ‘QF 40 P’ to ’ wagon ‘HF 40 G’.

QF 41

27.10.1987 Reclassified from wagon ‘QF 41 B’ to ’ wagon ‘HF 41 P’.

QF 42

05.10.1987 Reclassified from wagon ‘QF 42 K’ to ’ wagon ‘HF 42 B’.

QF 43

04.10.1988 Reclassified from wagon ‘QF 43 T’ to ’ wagon ‘HF 43 K’.

QF 44

13.08.1987 Reclassified from wagon ‘QF 44 F’ to ’ wagon ‘HF 44 T’.

QF 45

01.03.1988 Reclassified from wagon ‘QF 45 Y’ to ’ wagon ‘HF 45 F’.

QF 46

08.04.1988 Reclassified from wagon ‘QF 46 A’ to ’ wagon ‘HF 46 Y’.

QF 47

16.12.1988 Reclassified from wagon ‘QF 47 J’ to ’ wagon ‘HF 47 A’.

QF 48

14.09.1988 Reclassified from wagon ‘QF 48 S’ to ’ wagon ‘HF 48 J’.

QF 49

10.03.1988 Reclassified from wagon ‘QF 49 E’ to ’ wagon ‘HF 49 S’.

QF 50

23.10.1987 Reclassified from wagon ‘QF 50 A’ to ’ wagon ‘HF 50 Y’.

QF 51

21.03.1988 Reclassified from wagon ‘QF 51 J’ to ’ wagon ‘HF 51 A’.

QF 52

09.02.1988 Reclassified from wagon ‘QF 52 S’ to ’ wagon ‘HF 52 J’.
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QF 53

13.08.1987 Reclassified from wagon ‘QF 53 E’ to ’ wagon ‘HF 53 S’.

QF 54

05.10.1987 Reclassified from wagon ‘QF 54 N’ to ’ wagon ‘HF 54 E’.

2.594 Wagon classification starting with ‘QG’

QG 10

01.12.1989 Repair ‘VEHICLE SOLD’.

QG 14

01.12.1989 Repair ‘VEHICLE SOLD’.

QG 25

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

QG 27

01.12.1989 Repair ‘VEHICLE SOLD’.

2.595 Wagon classification starting with ‘QH’

QH 1

01.03.1988 Reclassified from wagon ‘QH 1 T’ to ’ wagon ‘HC 1 A’.

2.596 Wagon classification starting with ‘QJ’

QJ 1

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 2

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

QJ 3

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.
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QJ 4

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 5

Details: wagon ‘QJ 5 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $15620
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX NB;VACUUM BRAKE
BSG Code: DTHB

Capacity of 25 tonnes

QJ 6

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 7

15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

QJ 8

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘DISCHARGE DOOR’.
21.09.1989 Repair ‘DOOR OPENING MECHANISM’.
21.09.1989 Repair ‘END BRAKE COCK’.
21.09.1989 Repair ‘END HOSE’.
21.09.1989 Repair ‘NYLON HOSE’.
21.09.1989 Repair ‘TRAIN PIPE (END)’.
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21.09.1989 Repair ‘WHEEL SET’.
23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 9

Details: wagon ‘QJ 9 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $15620
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX NB;VACUUM BRAKE
BSG Code: DTHB

Capacity of 25 tonnes

QJ 10

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

QJ 11

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 12

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 13

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.
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QJ 14

15.12.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

QJ 15

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJ 16

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

QJ 17

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.01.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.597 Wagon classification starting with ‘QJA’

QJA 18

22.08.1990 Reclassified from wagon ‘QJA 18 F’ to ’ wagon ‘ZJ 18 L’.

QJA 19

22.08.1990 Reclassified from wagon ‘QJA 19 Y’ to ’ wagon ‘ZJ 19 U’.

QJA 20

22.08.1990 Reclassified from wagon ‘QJA 20 K’ to ’ wagon ‘ZJ 20 Q’.

QJA 21

22.08.1990 Reclassified from wagon ‘QJA 21 T’ to ’ wagon ‘ZJ 21 C’.

QJA 22

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QJA 23

22.08.1990 Reclassified from wagon ‘QJA 23 Y’ to ’ wagon ‘ZJ 23 U’.

QJA 24

22.08.1990 Reclassified from wagon ‘QJA 24 A’ to ’ wagon ‘ZJ 24 G’.
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QJA 25

22.08.1990 Reclassified from wagon ‘QJA 25 J’ to ’ wagon ‘ZJ 25 P’.

QJA 26

09.03.1990 Reclassified from wagon ‘QJA 26 S’ to ’ wagon ‘ZJ 26 B’.

QJA 27

12.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

QJA 28

22.08.1990 Reclassified from wagon ‘QJA 28 N’ to ’ wagon ‘ZJ 28 T’.

QJA 29

22.08.1990 Reclassified from wagon ‘QJA 29 W’ to ’ wagon ‘ZJ 29 F’.

QJA 30

22.08.1990 Reclassified from wagon ‘QJA 30 S’ to ’ wagon ‘ZJ 30 B’.

2.598 Wagon classification starting with ‘QK’

QK 1

Details: wagon ‘QK 1 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W108
Date Built: 28.08.1973
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: WITH ENDS;VACUUM BRAKE
BSG Code: FTQZ

Capacity of 46 tonnes
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Fleet Grp Code: AD NA
Return to Service Date: 08.08.1995
Last Single Car Test: 09.11.1994
Last Lift: 17.01.1984

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘VEHICLE RENUMBERED’.
11.05.1993 Repair ‘VEHICLE RENUMBERED’.
11.05.1993 Repair ‘VEHICLE RETARE’.
11.05.1993 Repair ‘VEHICLE RETARE’.
11.05.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 1 M’
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘BOGIE COMPLETE’.
08.11.1994 Repair ‘BRAKE BLOCK RB95’.
08.11.1994 Repair ‘BRAKE PIN’.
08.11.1994 Repair ‘BRAKE PULL ROD’.
08.11.1994 Repair ‘CARD OR CLIP HOLDER’.
08.11.1994 Repair ‘COUPLER COMPLETE’.
08.11.1994 Repair ‘COUPLER KNUCKLE’.
08.11.1994 Repair ‘END BRAKE COCK’.
08.08.1995 Repair ‘TWIST LOCK’.

QK 2

Details: wagon ‘QK 2 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W108
Date Built: 17.10.1973
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 06.10.1995
Last Triple Valve: 25.02.1992
Last Brake Cylinder: 25.02.1992
Last Single Car Test: 22.02.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
25.02.1992 Repair ‘END BRAKE COCK’.
25.02.1992 Repair ‘END HOSE’.
25.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1992 Repair ‘TOP CENTRE PLATE’.
25.02.1992 Repair ‘TRAIN PIPE’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Repair ‘VEHICLE LOAD CAPACITY’.
25.02.1992 Repair ‘VEHICLE RECLASSIFY’.
25.02.1992 Repair ‘VEHICLE RETARE’.
25.02.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 2 V’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘TWIST LOCK’.
06.10.1995 Repair ‘TWIST LOCK’.

QK 3

Details: wagon ‘QK 3 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W108
Date Built: 25.01.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ENDS
BSG Code: FTQZ
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Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 11.09.1995
Last Single Car Test: 07.06.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘VEHICLE RECLASSIFY’.
12.08.1993 Repair ‘VEHICLE RETARE’.
12.08.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 3 H’
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE ADAPTER’.
03.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1994 Repair ‘BOGIE COMPLETE’.
03.06.1994 Repair ‘COUPLER COMPLETE’.
03.06.1994 Repair ‘TWIST LOCK’.
11.09.1995 Repair ‘SIDE SILL’.

QK 4

Details: wagon ‘QK 4 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W108
Date Built: 25.01.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ENDS
BSG Code: FTQZ

Capacity of 48 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 08.08.1995
Last Triple Valve: 07.05.1992
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 22.02.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.05.1992 Repair ‘END BRAKE COCK’.
07.05.1992 Repair ‘END HOSE’.
07.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1992 Repair ‘TOP CENTRE PLATE’.
07.05.1992 Repair ‘TRAIN PIPE (END)’.
07.05.1992 Repair ‘TRAIN PIPE’.
07.05.1992 Repair ‘VEHICLE COMPLETE’.
07.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Repair ‘VEHICLE RETARE’.
07.05.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 4 Q’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BRAKE PIN’.
16.09.1992 Repair ‘BRANCH PIPE’.
16.09.1992 Repair ‘END FRAME MEMBER’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1992 Repair ‘STANCHION’.
16.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Repair ‘DRAFT GEAR POCKET’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘TWIST LOCK’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘END BRAKE COCK’.
04.01.1994 Repair ‘TWIST LOCK’.
08.08.1995 Repair ‘WHEEL SET’.

QK 5

Details: wagon ‘QK 5 P’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 08.02.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 16.04.1997
Last Single Car Test: 09.11.1994

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘HOSE FITTINGS’.
21.07.1989 Repair ‘NYLON HOSE’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE CONTROL PIPE’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘COUPLER KNUCKLE’.
20.09.1991 Repair ‘TWIST LOCK’.
20.09.1991 Repair ‘TWIST LOCK’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘COUPLER COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘TWIST LOCK’.
28.05.1993 Repair ‘TWIST LOCK’.
12.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1994 Repair ‘BOGIE COMPLETE’.
12.07.1994 Repair ‘BRAKE BLOCK RB95’.
12.07.1994 Repair ‘COUPLER COMPLETE’.
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12.07.1994 Repair ‘END BRAKE COCK’.
12.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1994 Repair ‘TWIST LOCK’.
12.07.1994 Repair ‘WHEEL SET’.
12.07.1994 Repair ‘YOKE CARRIER’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘BOGIE COMPLETE’.
08.11.1994 Repair ‘COUPLER COMPLETE’.
08.11.1994 Repair ‘END BRAKE COCK’.
08.11.1994 Repair ‘TWIST LOCK’.
08.06.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1995 Repair ‘EMPTY LOAD VALVE’.
16.04.1997 Repair ‘TWIST LOCK’.

QK 6

Details: wagon ‘QK 6 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 08.02.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 09.11.1994
Last Triple Valve: 22.09.1993
Last Single Car Test: 09.11.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘VEHICLE RECLASSIFY’.
02.07.1993 Repair ‘VEHICLE RETARE’.
02.07.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 6 L’
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22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘LASHING POINT’.
22.09.1993 Repair ‘TWIST LOCK’.
09.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1994 Repair ‘BOGIE COMPLETE’.
09.11.1994 Repair ‘CARD OR CLIP HOLDER’.
09.11.1994 Repair ‘COUPLER COMPLETE’.
09.11.1994 Repair ‘END BRAKE COCK’.
09.11.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1994 Repair ‘TWIST LOCK’.

QK 7

Details: wagon ‘QK 7 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 19.02.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 16.12.1996
Last Brake Cylinder: 24.09.1992
Last Single Car Test: 16.12.1996

14.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1990 Repair ‘TWIST LOCK’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘HOSE FITTINGS’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘COUPLER COMPLETE’.
23.07.1992 Repair ‘EMPTY LOAD VALVE’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE ADAPTER’.
24.09.1992 Repair ‘BOGIE ADAPTER’.
24.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1992 Repair ‘BRAKE PIN’.
24.09.1992 Repair ‘BRAKE PIN’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘EMPTY LOAD VALVE’.
24.09.1992 Repair ‘EMPTY LOAD VALVE’.
24.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1993 Repair ‘BRAKE LEVER’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘END BRAKE COCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘END BRAKE COCK’.
19.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1994 Repair ‘BOGIE COMPLETE’.
25.08.1994 Repair ‘BRAKE BLOCK RB95’.
25.08.1994 Repair ‘BRAKE FULCRUM BRACKET’.
25.08.1994 Repair ‘COUPLER COMPLETE’.
25.08.1994 Repair ‘TWIST LOCK’.
01.08.1995 Repair ‘BRAKE BLOCK RB95’.
19.12.1995 Repair ‘EMPTY LOAD VALVE’.
09.12.1996 Repair ‘BRAKE BLOCK RB95’.
09.12.1996 Repair ‘WHEEL SET’.
16.12.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 8

Details: wagon ‘QK 8 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 27.03.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 12.11.1996
Last Triple Valve: 07.10.1992
Last Single Car Test: 13.11.1996

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘BRAKE PULL ROD’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
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18.10.1990 Repair ‘END COMPLETE’.
18.10.1990 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘WHEEL SET’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE COMPLETE’.
26.10.1992 Repair ‘COUPLER COMPLETE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
12.11.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1996 Repair ‘CENTRE SILL’.

QK 9

Details: wagon ‘QK 9 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 27.03.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 27.09.1996
Last Single Car Test: 27.09.1996

05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.01.1990 Repair ‘BRAKE BLOCK RB95’.
05.01.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1990 Repair ‘COUPLER COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Repair ‘WHEEL SET’.
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRAKE BLOCK RB95’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE BLOCK RB95’.
30.11.1993 Repair ‘TWIST LOCK’.
24.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1994 Repair ‘BOGIE COMPLETE’.
24.10.1994 Repair ‘COUPLER COMPLETE’.
24.10.1994 Repair ‘TWIST LOCK’.
24.10.1994 Repair ‘WHEEL SET’.
14.06.1995 Repair ‘COUPLER KNUCKLE PIN’.
15.08.1995 Repair ‘TWIST LOCK’.
02.10.1995 Repair ‘BRANCH PIPE’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.

QK 10

Details: wagon ‘QK 10 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 05.04.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.09.1996
Last Brake Cylinder: 24.09.1992
Last Single Car Test: 24.10.1994

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BOGIE SPRING’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1990 Repair ‘END BRAKE COCK’.
27.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1993 Repair ‘EMPTY LOAD VALVE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘END BRAKE COCK’.
20.08.1993 Repair ‘TRAIN PIPE’.
24.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1994 Repair ‘BOGIE COMPLETE’.
24.10.1994 Repair ‘BRAKE BLOCK RB95’.
24.10.1994 Repair ‘COUPLER COMPLETE’.
24.10.1994 Repair ‘PARTITION’.
24.10.1994 Repair ‘TWIST LOCK’.
24.10.1994 Repair ‘TWIST LOCK’.
24.10.1994 Repair ‘WHEEL SET’.
03.08.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1995 Repair ‘TWIST LOCK’.
30.11.1995 Repair ‘TWIST LOCK’.
26.09.1996 Repair ‘BRAKE FULCRUM BRACKET’.
26.09.1996 Repair ‘BRAKE PULL ROD’.
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QK 11

Details: wagon ‘QK 11 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 22.04.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 13.03.1997
Last Triple Valve: 03.07.1992
Last Single Car Test: 09.04.1997

01.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRAKE LEVER’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘BRANCH PIPE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘END BRAKE COCK’.
11.04.1991 Repair ‘TRAIN PIPE’.
11.04.1991 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE COMPLETE’.
03.07.1992 Repair ‘BRAKE BLOCK RB95’.
03.07.1992 Repair ‘BRAKE CONTROL PIPE’.
03.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.07.1992 Repair ‘COUPLER COMPLETE’.
03.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
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17.09.1992 Repair ‘SIDE BEARER’.
17.09.1992 Repair ‘TWIST LOCK’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.04.1993 Repair ‘TWIST LOCK’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1993 Repair ‘WHEEL SET’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1994 Repair ‘END BRAKE COCK’.
12.01.1994 Repair ‘TRAIN PIPE’.
12.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1997 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1997 Repair ‘WHEEL SET’.
08.04.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 12

Details: wagon ‘QK 12 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 06.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 20.11.1996
Last Single Car Test: 28.02.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘VEHICLE RECLASSIFY’.
14.07.1993 Repair ‘VEHICLE RETARE’.
14.07.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 12 G’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1993 Repair ‘BOGIE COMPLETE’.
08.11.1993 Repair ‘END BRAKE COCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘END BRAKE COCK’.
18.01.1994 Repair ‘TWIST LOCK’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘CARD OR CLIP HOLDER’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘STANCHION’.
28.02.1994 Repair ‘TWIST LOCK’.
08.08.1995 Repair ‘TWIST LOCK’.
20.11.1996 Repair ‘BRAKE PULL ROD’.

QK 13

Details: wagon ‘QK 13 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
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Date Built: 14.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 06.02.1997
Last Brake Cylinder: 27.10.1995
Last Single Car Test: 24.07.1996

29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1989 Repair ‘BRAKE LEVER’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘SIDE BEARER’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘COUPLER COMPLETE’.
16.08.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘COUPLER KNUCKLE’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Repair ‘WEAR PLATES & SADDLES’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1992 Repair ‘TWIST LOCK’.
13.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘TOP CENTRE PLATE’.
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17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘WHEEL SET’.
07.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1994 Repair ‘BOGIE COMPLETE’.
07.12.1994 Repair ‘COUPLER COMPLETE’.
07.12.1994 Repair ‘EMPTY LOAD VALVE’.
07.12.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1994 Repair ‘TWIST LOCK’.
07.12.1994 Repair ‘WHEEL SET’.
25.10.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1995 Repair ‘TWIST LOCK’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1996 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1996 Repair ‘BRAKE BLOCK RB95’.
15.07.1996 Repair ‘WHEEL SET’.
06.02.1997 Repair ‘BRANCH PIPE’.
06.02.1997 Repair ‘TRAIN PIPE’.

QK 14

Details: wagon ‘QK 14 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 15.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 16.07.1996
Last Single Car Test: 16.07.1996
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.
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28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘VEHICLE RECLASSIFY’.
28.05.1993 Repair ‘VEHICLE RETARE’.
28.05.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 14 B’
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FJ 14 B’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE ADAPTER’.
29.11.1993 Repair ‘BRAKE PULL ROD’.
29.11.1993 Repair ‘CARD OR CLIP HOLDER’.
29.11.1993 Repair ‘TWIST LOCK’.
29.11.1993 Repair ‘TWIST LOCK’.
09.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1995 Repair ‘TWIST LOCK’.
06.12.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 15

Details: wagon ‘QK 15 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 23.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 20.05.1993
Last Triple Valve: 27.07.1992
Last Single Car Test: 20.05.1993

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.05.1990 Repair ‘DRAFT GEAR POCKET’.
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE BLOCK RB95’.
29.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.05.1992 Repair ‘END BRAKE COCK’.
29.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1992 Repair ‘WHEEL SET’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘COUPLER COMPLETE’.
02.02.1993 Repair ‘END BRAKE COCK’.
02.02.1993 Repair ‘TRAIN PIPE (END)’.
02.02.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QK 16

Details: wagon ‘QK 16 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 23.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 03.09.1996
Last Single Car Test: 04.09.1996

11.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘BRAKE BLOCK RB95’.
23.11.1992 Repair ‘COUPLER COMPLETE’.
23.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘WHEEL SET’.
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BRANCH PIPE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.10.1993 Repair ‘STANCHION’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.12.1993 Repair ‘END BRAKE COCK’.
16.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1994 Repair ‘BOGIE COMPLETE’.
22.08.1994 Repair ‘COUPLER COMPLETE’.
22.08.1994 Repair ‘EMPTY LOAD VALVE’.
22.08.1994 Repair ‘TWIST LOCK’.
16.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1996 Repair ‘TWIST LOCK’.
03.09.1996 Repair ‘WHEEL SET’.

QK 17

Details: wagon ‘QK 17 S’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 23.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 03.10.1996
Last Single Car Test: 02.08.1996
Last Lift: 14.10.1982

10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘WEAR PLATES & SADDLES’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘WHEEL SET’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Repair ‘TWIST LOCK’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘BRANCH PIPE’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE PIN’.
25.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1992 Repair ‘COUPLER COMPLETE’.
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25.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1992 Repair ‘STANCHION’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘WHEEL SET’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘TWIST LOCK’.
01.02.1994 Repair ‘TWIST LOCK’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1994 Repair ‘BOGIE COMPLETE’.
03.06.1994 Repair ‘COUPLER COMPLETE’.
03.06.1994 Repair ‘EMPTY LOAD VALVE’.
03.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1994 Repair ‘TWIST LOCK’.
03.06.1994 Repair ‘WHEEL SET’.
03.08.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1995 Repair ‘WHEEL SET’.
16.11.1995 Repair ‘TWIST LOCK’.
11.07.1996 Repair ‘TWIST LOCK’.
17.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1996 Repair ‘END BRAKE COCK’.
25.07.1996 Repair ‘TWIST LOCK’.
25.07.1996 Repair ‘WHEEL SET’.
03.10.1996 Repair ‘BRAKE PULL ROD’.
03.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QK 18

Details: wagon ‘QK 18 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 07.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 10.05.1996
Last Triple Valve: 24.02.1994
Last Single Car Test: 20.04.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘VEHICLE RECLASSIFY’.
26.08.1993 Repair ‘VEHICLE RETARE’.
26.08.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 18 Y’
06.09.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘BOGIE SPRING’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘BRAKE PIN’.
27.01.1994 Repair ‘BRAKE PULL ROD’.
27.01.1994 Repair ‘COUPLER COMPLETE’.
27.01.1994 Repair ‘END BRAKE COCK’.
27.01.1994 Repair ‘END HOSE’.
27.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.01.1994 Repair ‘SIDE BEARER’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
24.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.02.1994 Repair ‘COUPLER COMPLETE’.
19.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1994 Repair ‘BOGIE COMPLETE’.
19.04.1994 Repair ‘BOGIE COMPLETE’.
19.04.1994 Repair ‘BRAKE BLOCK RB95’.
19.04.1994 Repair ‘COUPLER COMPLETE’.
19.04.1994 Repair ‘SIDE BEARER’.
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19.04.1994 Repair ‘TWIST LOCK’.
19.04.1994 Repair ‘WHEEL SET’.
14.09.1995 Repair ‘TWIST LOCK’.
10.05.1996 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1996 Repair ‘BRAKE PULL ROD’.

QK 19

Details: wagon ‘QK 19 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 07.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 25.06.1996
Last Single Car Test: 03.07.1996

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘COUPLER COMPLETE’.
01.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1989 Repair ‘WHEEL SET’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘COUPLER COMPLETE’.
15.01.1991 Repair ‘TWIST LOCK’.
15.01.1991 Repair ‘WEAR PLATES & SADDLES’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘TWIST LOCK’.
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30.07.1993 Repair ‘TWIST LOCK’.
03.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1994 Repair ‘BOGIE COMPLETE’.
03.10.1994 Repair ‘BRAKE BLOCK RB95’.
03.10.1994 Repair ‘COUPLER COMPLETE’.
03.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1994 Repair ‘TWIST LOCK’.
03.10.1994 Repair ‘TWIST LOCK’.
03.10.1994 Repair ‘VEHICLE STENCILS’.
03.10.1994 Repair ‘WHEEL SET’.
05.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1994 Repair ‘BOGIE COMPLETE’.
13.07.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QK 20

Details: wagon ‘QK 20 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 05.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 03.10.1996
Last Single Car Test: 30.03.1995
Last Lift: 02.09.1982

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
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31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRAKE PULL ROD’.
28.02.1990 Repair ‘SIDE BEARER’.
28.02.1990 Repair ‘TOP CENTRE PLATE’.
28.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1990 Repair ‘WHEEL SET’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘COUPLER COMPLETE’.
18.07.1990 Repair ‘TRAIN PIPE’.
18.07.1990 Repair ‘TWIST LOCK’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘HOSE FITTINGS’.
08.10.1991 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BRAKE BLOCK RB95’.
24.03.1992 Repair ‘BRAKE CONTROL PIPE’.
24.03.1992 Repair ‘COUPLER COMPLETE’.
24.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1992 Repair ‘TWIST LOCK’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘TWIST LOCK’.
01.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘TWIST LOCK’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE BLOCK RB95’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘TWIST LOCK’.
03.02.1994 Repair ‘WHEEL SET’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.05.1994 Repair ‘BOGIE BEARERS’.
13.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE PULL ROD’.
13.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘EMPTY LOAD VALVE’.
13.05.1994 Repair ‘END HOSE’.
13.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1994 Repair ‘UNDERFRAME COMPLETE’.
30.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1996 Repair ‘BRAKE PIN’.
03.10.1996 Repair ‘BRAKE PULL ROD’.
03.10.1996 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1996 Repair ‘WHEEL SET’.

QK 21

Details: wagon ‘QK 21 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 09.07.1996
Last Triple Valve: 10.06.1993
Last Brake Cylinder: 19.06.1992
Last Single Car Test: 21.04.1995
Cont Connector Type:] P
Cont Max Slots: 8

08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘TRAIN PIPE (END)’.
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08.04.1991 Repair ‘TRAIN PIPE’.
08.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 21 F’
01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR

BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.
12.05.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 21 F’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘END HOSE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘TRAIN PIPE’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE LOAD CAPACITY’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘VEHICLE RETARE’.
19.06.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 21 F’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.05.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.06.1993 Repair ‘COUPLER COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BOGIE COMPLETE’.
13.07.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘TWIST LOCK’.
25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘BOGIE COMPLETE’.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘COUPLER COMPLETE’.
25.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
25.05.1994 Repair ‘TWIST LOCK’.
25.05.1994 Repair ‘TWIST LOCK’.
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25.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1995 Repair ‘TWIST LOCK’.
28.07.1995 Repair ‘SIDE COMPLETE’.
01.05.1996 Repair ‘BRAKE SPREADER & HANGERS’.
09.07.1996 Repair ‘BOGIE COMPLETE’.

QK 22

Details: wagon ‘QK 22 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 05.04.1995
Last Single Car Test: 05.04.1995

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘EMPTY LOAD VALVE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘HANDBRAKE HANDLE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE LEVER’.
14.02.1990 Repair ‘END BRAKE COCK’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘WHEEL SET’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BRAKE BLOCK RB95’.

11294



2.598. Wagon classification starting with ‘QK’

04.05.1992 Repair ‘BRAKE PIN’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRANCH PIPE’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘TWIST LOCK’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘TRAIN PIPE’.
03.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1994 Repair ‘BOGIE COMPLETE’.
03.10.1994 Repair ‘BRAKE BLOCK RB95’.
03.10.1994 Repair ‘COUPLER COMPLETE’.
03.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1994 Repair ‘TWIST LOCK’.
03.10.1994 Repair ‘VEHICLE STENCILS’.
03.10.1994 Repair ‘WHEEL SET’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 23

Details: wagon ‘QK 23 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 29.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 28.06.1996
Last Single Car Test: 17.06.1996
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26.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘COUPLER COMPLETE’.
21.08.1992 Repair ‘COUPLER KNUCKLE’.
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘WHEEL SET’.
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘RELAY VALVE’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE CONTROL PIPE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘EMPTY LOAD VALVE’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘COUPLER COMPLETE’.
06.08.1993 Repair ‘EMPTY LOAD VALVE’.
06.08.1993 Repair ‘NYLON HOSE’.
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘END BRAKE COCK’.
13.01.1994 Repair ‘TRAIN PIPE’.
13.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1996 Repair ‘BRAKE PULL ROD’.
28.06.1996 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

QK 24

Details: wagon ‘QK 24 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 06.11.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 27.09.1996
Last Single Car Test: 10.11.1993

04.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘END HOSE’.
01.02.1990 Repair ‘SIDE BEARER’.
01.02.1990 Repair ‘TOP CENTRE PLATE’.
01.02.1990 Repair ‘WHEEL SET’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE COMPLETE’.
14.12.1992 Repair ‘COUPLER COMPLETE’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘HOSE FITTINGS’.
14.12.1992 Repair ‘NYLON HOSE’.
14.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1992 Repair ‘WHEEL SET’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BRAKE CONTROL PIPE’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘GRADE CONTROL VALVE’.
18.01.1993 Repair ‘TWIST LOCK’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
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11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘COUPLER COMPLETE’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.

QK 25

Details: wagon ‘QK 25 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 22.11.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.09.1994
Last Triple Valve: 27.09.1994
Last Single Car Test: 27.09.1994

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘BRAKE LEVER’.
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRANCH PIPE’.
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08.02.1990 Repair ‘COUPLER COMPLETE’.
08.02.1990 Repair ‘END BRAKE COCK’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1993 Repair ‘TWIST LOCK’.
26.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1994 Repair ‘BOGIE COMPLETE’.
26.09.1994 Repair ‘BRAKE BLOCK RB95’.
26.09.1994 Repair ‘BRANCH PIPE’.
26.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
26.09.1994 Repair ‘COUPLER COMPLETE’.
26.09.1994 Repair ‘TWIST LOCK’.

QK 26

Details: wagon ‘QK 26 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 22.11.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes
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Fleet Grp Code: NB NA
Return to Service Date: 16.08.1995
Last Single Car Test: 10.01.1995

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘LASHING POINT’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘RELAY VALVE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Repair ‘COUPLER COMPLETE’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1990 Repair ‘BRAKE BLOCK RB95’.
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘BRAKE PIN’.
20.04.1990 Repair ‘BRAKE PULL ROD’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘COUPLER COMPLETE’.
27.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘TWIST LOCK’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1991 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
04.06.1993 Repair ‘COUPLER COMPLETE’.
04.06.1993 Repair ‘TWIST LOCK’.
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04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘NYLON HOSE’.
24.06.1993 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE COMPLETE’.
31.01.1994 Repair ‘BRAKE BLOCK RB95’.
31.01.1994 Repair ‘BRAKE PIN’.
31.01.1994 Repair ‘COUPLER COMPLETE’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘TWIST LOCK’.
24.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1994 Repair ‘BOGIE COMPLETE’.
24.08.1994 Repair ‘BRAKE BLOCK RB95’.
24.08.1994 Repair ‘COUPLER COMPLETE’.
24.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1994 Repair ‘TWIST LOCK’.
10.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1995 Repair ‘BRAKE BLOCK RB95’.
16.08.1995 Repair ‘BRAKE BLOCK OTHER’.
16.08.1995 Repair ‘BRAKE BLOCK RB95’.

QK 27

Details: wagon ‘QK 27 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 09.12.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ
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Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 11.06.1996
Last Triple Valve: 06.05.1991
Last Brake Cylinder: 10.04.1991
Last Single Car Test: 25.06.1996

09.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1991 Repair ‘BRAKE LEVER’.
29.03.1991 Repair ‘COUPLER KNUCKLE’.
29.03.1991 Repair ‘EMPTY LOAD VALVE’.
29.03.1991 Repair ‘HANDBRAKE HANDLE’.
29.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1991 Repair ‘TRAIN PIPE (END)’.
29.03.1991 Repair ‘TWIST LOCK’.
29.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘BRAKE LEVER’.
10.04.1991 Repair ‘COUPLER COMPLETE’.
10.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘WHEEL SET’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Repair ‘BRANCH PIPE’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Repair ‘LADDER’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.02.1994 Repair ‘END BRAKE COCK’.
16.02.1994 Repair ‘TWIST LOCK’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.02.1994 Repair ‘END BRAKE COCK’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BRAKE LEVER’.
29.04.1994 Repair ‘EMPTY LOAD VALVE’.
29.04.1994 Repair ‘END BRAKE COCK’.
29.04.1994 Repair ‘TWIST LOCK’.
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14.11.1995 Repair ‘WHEEL SET’.
11.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1996 Repair ‘EMPTY LOAD VALVE’.

QK 28

Details: wagon ‘QK 28 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 09.12.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: VACUUM BRAKE
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 13.06.1996
Last Single Car Test: 21.12.1994

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘VEHICLE RENUMBERED’.
20.04.1993 Repair ‘VEHICLE RETARE’.
20.04.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 28 W’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘TWIST LOCK’.
06.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1994 Repair ‘BOGIE COMPLETE’.
06.07.1994 Repair ‘BRAKE BLOCK RB95’.
06.07.1994 Repair ‘BRAKE PIN’.
06.07.1994 Repair ‘BRAKE PULL ROD’.
06.07.1994 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1994 Repair ‘COUPLER COMPLETE’.
06.07.1994 Repair ‘TWIST LOCK’.
06.07.1994 Repair ‘WHEEL SET’.
20.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1994 Repair ‘BOGIE COMPLETE’.
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20.12.1994 Repair ‘CARD OR CLIP HOLDER’.
20.12.1994 Repair ‘COUPLER COMPLETE’.
20.12.1994 Repair ‘TWIST LOCK’.
28.04.1995 Repair ‘TWIST LOCK’.
17.07.1995 Repair ‘SIDE SILL’.
17.07.1995 Repair ‘TWIST LOCK’.
13.06.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QK 29

Details: wagon ‘QK 29 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.12.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 27.09.1996
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 22.02.1994

20.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRANCH PIPE’.
22.10.1990 Repair ‘END BRAKE COCK’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE ADAPTER’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
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07.03.1991 Repair ‘SIDE BEARER’.
07.03.1991 Repair ‘TOP CENTRE PLATE’.
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Repair ‘WHEEL SET’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘VEHICLE STENCILS’.
20.02.1992 Repair ‘WHEEL SET’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRAKE BLOCK RB95’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘HOSE FITTINGS’.
27.05.1992 Repair ‘NYLON HOSE’.
27.05.1992 Repair ‘TWIST LOCK’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRANCH PIPE’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1992 Repair ‘WHEEL SET’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘COUPLER COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB95’.
19.07.1993 Repair ‘EMPTY LOAD VALVE’.
19.07.1993 Repair ‘HOSE FITTINGS’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘EMPTY LOAD VALVE’.
02.12.1993 Repair ‘END BRAKE COCK’.
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE COMPLETE’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE PULL ROD’.
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10.02.1994 Repair ‘COUPLER COMPLETE’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘TWIST LOCK’.
10.02.1994 Repair ‘TWIST LOCK’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.

QK 30

Details: wagon ‘QK 30 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 20.12.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: VACUUM BRAKE
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 17.07.1995
Last Single Car Test: 29.04.1994

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘VEHICLE RENUMBERED’.
27.04.1993 Repair ‘VEHICLE RETARE’.
27.04.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 30 E’
05.05.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE COMPLETE’.
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20.10.1993 Repair ‘COUPLER COMPLETE’.
20.10.1993 Repair ‘TWIST LOCK’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘BOGIE COMPLETE’.
29.04.1994 Repair ‘COUPLER COMPLETE’.
29.04.1994 Repair ‘END BRAKE COCK’.
29.04.1994 Repair ‘TWIST LOCK’.
17.07.1995 Repair ‘LASHING POINT’.
17.07.1995 Repair ‘SIDE SILL’.
17.07.1995 Repair ‘SIDE SILL’.

QK 31

Details: wagon ‘QK 31 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 20.12.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.07.1995
Last Triple Valve: 23.09.1992
Last Brake Cylinder: 27.07.1995
Last Single Car Test: 23.09.1992
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.09.1992 Repair ‘END BRAKE COCK’.
22.09.1992 Repair ‘END HOSE’.
22.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1992 Repair ‘TOP CENTRE PLATE’.
22.09.1992 Repair ‘TRAIN PIPE (END)’.
22.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.09.1992 Repair ‘VEHICLE RECLASSIFY’.
22.09.1992 Repair ‘VEHICLE RETARE’.
22.09.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 31 N’
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

QK 32

Details: wagon ‘QK 32 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 22.01.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 28.08.1995
Last Triple Valve: 30.08.1995
Last Brake Cylinder: 05.08.1991
Last Single Car Test: 22.02.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘BRAKE CONTROL PIPE’.
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05.08.1991 Repair ‘BRAKE PULL ROD’.
05.08.1991 Repair ‘BRANCH PIPE’.
05.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.08.1991 Repair ‘COUPLER COMPLETE’.
05.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.08.1991 Repair ‘END BRAKE COCK’.
05.08.1991 Repair ‘END HOSE’.
05.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1991 Repair ‘ISOLATING COCK’.
05.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1991 Repair ‘TRAIN PIPE (END)’.
05.08.1991 Repair ‘TRAIN PIPE’.
05.08.1991 Repair ‘TWIST LOCK’.
05.08.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Repair ‘VEHICLE LOAD CAPACITY’.
05.08.1991 Repair ‘VEHICLE RECLASSIFY’.
05.08.1991 Repair ‘VEHICLE RENUMBERED’.
05.08.1991 Repair ‘VEHICLE RETARE’.
05.08.1991 Repair ‘YOKE COMPLETE’.
05.08.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 32 W’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1993 Repair ‘BOGIE COMPLETE’.
05.07.1993 Repair ‘BRAKE PULL ROD’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.07.1993 Repair ‘COUPLER COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE COMPLETE’.
12.08.1993 Repair ‘COUPLER COMPLETE’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘CARD OR CLIP HOLDER’.
07.09.1993 Repair ‘TWIST LOCK’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE SPRING’.
03.02.1994 Repair ‘END BRAKE COCK’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
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09.05.1994 Repair ‘TWIST LOCK’.
15.08.1995 Repair ‘BRAKE PULL ROD’.
28.08.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

QK 33

Details: wagon ‘QK 33 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 22.01.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 17.06.1994
Last Single Car Test: 20.06.1994

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘WEAR PLATES & SADDLES’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘BRANCH PIPE’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘TWIST LOCK’.
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BRAKE BLOCK RB95’.
16.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.04.1992 Repair ‘BRAKE PIN’.
16.04.1992 Repair ‘BRAKE PULL ROD’.
16.04.1992 Repair ‘COUPLER COMPLETE’.
16.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1992 Repair ‘TWIST LOCK’.
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16.04.1992 Repair ‘WHEEL SET’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘TWIST LOCK’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BRAKE PIN’.
06.08.1993 Repair ‘BRAKE PULL ROD’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE ADAPTER’.
17.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘BRAKE BLOCK RB95’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.

QK 34

Details: wagon ‘QK 34 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 18.02.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 08.07.1996
Last Single Car Test: 08.07.1996

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘BRAKE PIN’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
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05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRANCH PIPE’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1991 Repair ‘BRAKE BLOCK RB95’.
20.02.1991 Repair ‘COUPLER COMPLETE’.
20.02.1991 Repair ‘TWIST LOCK’.
20.02.1991 Repair ‘WHEEL SET’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘BRAKE BLOCK OTHER’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
17.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘VEHICLE STENCILS’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BRAKE BLOCK RB95’.
29.04.1992 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘WEAR PLATES & SADDLES’.
17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘COUPLER COMPLETE’.
17.03.1994 Repair ‘COUPLER KNUCKLE’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BOGIE COMPLETE’.
20.07.1994 Repair ‘COUPLER COMPLETE’.
20.07.1994 Repair ‘TWIST LOCK’.
20.07.1994 Repair ‘TWIST LOCK’.
23.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1994 Repair ‘BOGIE COMPLETE’.
23.08.1994 Repair ‘COUPLER COMPLETE’.
23.08.1994 Repair ‘TWIST LOCK’.
23.08.1994 Repair ‘WEAR PLATES & SADDLES’.
20.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.12.1994 Repair ‘BOGIE COMPLETE’.
20.12.1994 Repair ‘BRAKE FULCRUM BRACKET’.
20.12.1994 Repair ‘COUPLER COMPLETE’.
19.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1995 Repair ‘TWIST LOCK’.
08.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1996 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1996 Repair ‘BRANCH PIPE’.
08.07.1996 Repair ‘COUPLER KNUCKLE’.

QK 35

Details: wagon ‘QK 35 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 25.02.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: NE NA
Return to Service Date: 05.02.1997
Last Single Car Test: 05.10.1994

20.10.1989 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘COUPLER COMPLETE’.
12.06.1990 Repair ‘STEP’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE COMPLETE’.
18.06.1990 Repair ‘BRAKE PULL ROD’.
18.06.1990 Repair ‘COUPLER COMPLETE’.
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18.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘COUPLER COMPLETE’.
21.06.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘COUPLER COMPLETE’.
03.01.1991 Repair ‘COUPLER KNUCKLE’.
03.01.1991 Repair ‘EMPTY LOAD VALVE’.
03.01.1991 Repair ‘GRADE CONTROL VALVE’.
03.01.1991 Repair ‘HOSE FITTINGS’.
03.01.1991 Repair ‘NYLON HOSE’.
03.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
03.01.1991 Repair ‘WEAR PLATES & SADDLES’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1991 Repair ‘HANDBRAKE HANDLE’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRANCH PIPE’.
13.05.1991 Repair ‘COUPLER COMPLETE’.
13.05.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘TWIST LOCK’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘END BRAKE COCK’.
22.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘HANDBRAKE HANDLE’.
18.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1993 Repair ‘TWIST LOCK’.
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18.01.1993 Repair ‘TWIST LOCK’.
04.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1994 Repair ‘BOGIE COMPLETE’.
04.10.1994 Repair ‘BRAKE BLOCK RB95’.
04.10.1994 Repair ‘COUPLER COMPLETE’.
04.10.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1994 Repair ‘TWIST LOCK’.
04.10.1994 Repair ‘TWIST LOCK’.
04.03.1996 Repair ‘BOGIE ADAPTER’.
26.06.1996 Repair ‘BOGIE COMPLETE’.
05.02.1997 Repair ‘COUPLER COMPLETE’.
05.02.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QK 36

Details: wagon ‘QK 36 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 24.03.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 04.03.1996
Last Triple Valve: 20.12.1995
Last Single Car Test: 10.12.1993
Cont Connector Type:] B
Cont Max Slots: 8

08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1991 Repair ‘TRAIN PIPE’.
08.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 36 M’
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Repair ‘COUPLER COMPLETE’.
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17.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FJ 36 M’
01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR

BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FJ 36 M’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘VEHICLE RECLASSIFY’.
06.10.1993 Repair ‘VEHICLE RETARE’.
06.10.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 36 M’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB95’.
10.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘WHEEL SET’.
01.08.1995 Repair ‘BRAKE BLOCK RB95’.
20.12.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.03.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QK 37

Details: wagon ‘QK 37 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 09.04.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 25.03.1997
Last Brake Cylinder: 16.11.1994
Last Single Car Test: 16.11.1994
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11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘COUPLER KNUCKLE’.
10.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.03.1992 Repair ‘GRADE CONTROL VALVE’.
10.03.1992 Repair ‘HOSE FITTINGS’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1992 Repair ‘WHEEL SET’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BRAKE BLOCK RB95’.
09.07.1992 Repair ‘BRAKE CONTROL PIPE’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘STANCHION’.
01.12.1992 Repair ‘WHEEL SET’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1994 Repair ‘BOGIE COMPLETE’.
09.08.1994 Repair ‘BRAKE BLOCK RB95’.
09.08.1994 Repair ‘COUPLER COMPLETE’.
09.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1994 Repair ‘TWIST LOCK’.
16.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1994 Repair ‘BOGIE COMPLETE’.
16.11.1994 Repair ‘COUPLER COMPLETE’.
16.11.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1994 Repair ‘TWIST LOCK’.
11.09.1995 Repair ‘WHEEL SET’.
25.03.1997 Repair ‘BRAKE SPREADER & HANGERS’.
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QK 38

Details: wagon ‘QK 38 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.04.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: NB NA
Return to Service Date: 11.12.1996
Last Single Car Test: 15.06.1994

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1989 Repair ‘HANDBRAKE HANDLE’.
17.08.1989 Repair ‘LASHING POINT’.
17.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘BRAKE CONTROL PIPE’.
03.01.1990 Repair ‘COUPLER COMPLETE’.
03.01.1990 Repair ‘HOSE FITTINGS’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1990 Repair ‘STANCHION’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
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10.04.1990 Repair ‘END BRAKE COCK’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1990 Repair ‘HANDBRAKE HANDLE’.
22.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1990 Repair ‘SHUNT PAD’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘HOSE FITTINGS’.
28.04.1992 Repair ‘NYLON HOSE’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘END BRAKE COCK’.
17.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘BRAKE BLOCK RB95’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘LASHING POINT’.
15.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1994 Repair ‘WHEEL SET’.
15.11.1995 Repair ‘WHEEL SET’.
11.12.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QK 39

Details: wagon ‘QK 39 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 21.04.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes
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Fleet Grp Code: AD NA
Return to Service Date: 03.06.1994
Last Brake Cylinder: 22.01.1993
Last Single Car Test: 07.06.1994

16.10.1989 Repair ‘BRAKE BLOCK OTHER’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘HOSE FITTINGS’.
14.12.1989 Repair ‘NYLON HOSE’.
14.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1989 Repair ‘WEAR PLATES & SADDLES’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1990 Repair ‘HANDBRAKE HANDLE’.
12.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1990 Repair ‘TWIST LOCK’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘BRAKE BLOCK RB95’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Repair ‘WHEEL SET’.
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1993 Repair ‘BOGIE COMPLETE’.
22.01.1993 Repair ‘BRAKE BLOCK RB95’.
22.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.01.1993 Repair ‘BRAKE LEVER’.
22.01.1993 Repair ‘BRAKE PIN’.
22.01.1993 Repair ‘BRAKE PULL ROD’.
22.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1993 Repair ‘EMPTY LOAD VALVE’.
22.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1993 Repair ‘HANDBRAKE HANDLE’.
22.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1993 Repair ‘SIDE BEARER’.
22.01.1993 Repair ‘STANCHION’.
22.01.1993 Repair ‘TOP CENTRE PLATE’.
22.01.1993 Repair ‘WHEEL SET’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRAKE BLOCK RB95’.
31.05.1993 Repair ‘TWIST LOCK’.
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01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE COMPLETE’.
01.02.1994 Repair ‘BRAKE BLOCK RB95’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘END BRAKE COCK’.
01.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1994 Repair ‘STANCHION’.
01.02.1994 Repair ‘TWIST LOCK’.
03.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1994 Repair ‘BOGIE COMPLETE’.
03.06.1994 Repair ‘BRAKE BLOCK RB95’.
03.06.1994 Repair ‘BRAKE PULL ROD’.
03.06.1994 Repair ‘COUPLER COMPLETE’.
03.06.1994 Repair ‘LASHING POINT’.
03.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

QK 40

Details: wagon ‘QK 40 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 28.04.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: NE NA
Return to Service Date: 17.03.1997
Last Single Car Test: 20.09.1996

08.09.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘COUPLER COMPLETE’.
17.10.1989 Repair ‘END BRAKE COCK’.
17.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.10.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
15.12.1989 Repair ‘END BRAKE COCK’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE SPRING’.
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘STEP’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BRAKE BLOCK RB95’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘COUPLER COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘STEP’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE ADAPTER’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘COUPLER COMPLETE’.
15.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘STANCHION’.
15.09.1992 Repair ‘STANCHION’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BRAKE BLOCK RB95’.
29.11.1993 Repair ‘BRAKE PULL ROD’.
29.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE BLOCK RB95’.
30.11.1993 Repair ‘END BRAKE COCK’.
30.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1994 Repair ‘END BRAKE COCK’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘BOGIE SPRING’.
14.06.1994 Repair ‘BRAKE BLOCK RB95’.
14.06.1994 Repair ‘COUPLER COMPLETE’.
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14.06.1994 Repair ‘LASHING POINT’.
14.06.1994 Repair ‘TWIST LOCK’.
14.06.1994 Repair ‘WHEEL SET’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1994 Repair ‘BOGIE COMPLETE’.
16.12.1994 Repair ‘COUPLER COMPLETE’.
16.12.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1994 Repair ‘TWIST LOCK’.
31.07.1995 Repair ‘BOGIE SPRING’.
23.05.1996 Repair ‘TWIST LOCK’.
12.09.1996 Repair ‘BOGIE SPRING’.
19.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1997 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

QK 41

Details: wagon ‘QK 41 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.05.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 05.04.1995
Last Single Car Test: 05.04.1995

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘COUPLER COMPLETE’.
17.07.1989 Repair ‘END BRAKE COCK’.
17.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1989 Repair ‘TOP CENTRE PLATE’.
17.07.1989 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘WEAR PLATES & SADDLES’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘COUPLER COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Repair ‘VEHICLE STENCILS’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.02.1992 Repair ‘BRAKE LEVER’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1992 Repair ‘TOP CENTRE PLATE’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘VEHICLE STENCILS’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘END BRAKE COCK’.
30.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB95’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘END BRAKE COCK’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘WHEEL SET’.
04.06.1993 Repair ‘END BRAKE COCK’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘HOSE FITTINGS’.
16.06.1993 Repair ‘NYLON HOSE’.
16.06.1993 Repair ‘STANCHION’.
16.06.1993 Repair ‘TWIST LOCK’.
05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 42

Details: wagon ‘QK 42 U’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 23.06.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 12.12.1996
Last Triple Valve: 10.04.1992
Last Brake Cylinder: 10.04.1992
Last Single Car Test: 20.05.1993
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.04.1992 Repair ‘END BRAKE COCK’.
09.04.1992 Repair ‘END HOSE’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1992 Repair ‘TOP CENTRE PLATE’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Repair ‘VEHICLE COMPLETE’.
09.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
09.04.1992 Repair ‘VEHICLE RECLASSIFY’.
09.04.1992 Repair ‘VEHICLE RETARE’.
09.04.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 42 H’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE COMPLETE’.
07.09.1992 Repair ‘BRAKE PIN’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘WHEEL SET’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.05.1993 Repair ‘TWIST LOCK’.
26.07.1995 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1996 Repair ‘WHEEL SET’.

QK 43

Details: wagon ‘QK 43 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 29.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 20.04.1996
Last Single Car Test: 05.12.1994

14.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘BRAKE CONTROL PIPE’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘EMPTY LOAD VALVE’.
31.07.1991 Repair ‘TOP CENTRE PLATE’.
31.07.1991 Repair ‘TWIST LOCK’.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘BRANCH PIPE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
27.09.1991 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘END BRAKE COCK’.
14.04.1992 Repair ‘NYLON HOSE’.
14.04.1992 Repair ‘TWIST LOCK’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘BRAKE PIN’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1992 Repair ‘TWIST LOCK’.
07.05.1992 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘TRAIN PIPE (END)’.
28.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1994 Repair ‘BOGIE COMPLETE’.
28.11.1994 Repair ‘BRAKE BLOCK RB95’.
28.11.1994 Repair ‘COUPLER COMPLETE’.
28.11.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1994 Repair ‘TWIST LOCK’.
28.11.1994 Repair ‘TWIST LOCK’.
28.11.1994 Repair ‘WHEEL SET’.
29.11.1995 Repair ‘TWIST LOCK’.
20.04.1996 Repair ‘TWIST LOCK’.

QK 44

Details: wagon ‘QK 44 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 19.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ
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Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 16.12.1996
Last Single Car Test: 16.06.1994

31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘BRAKE PIN’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.03.1992 Repair ‘HANDBRAKE HANDLE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘WHEEL SET’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE ADAPTER’.
16.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘END BRAKE COCK’.
16.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1994 Repair ‘TWIST LOCK’.
16.12.1996 Repair ‘BOGIE ADAPTER’.
16.12.1996 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1996 Repair ‘BRAKE PULL ROD’.
16.12.1996 Repair ‘BRAKE SPREADER & HANGERS’.
16.12.1996 Repair ‘TWIST LOCK’.

QK 45

Details: wagon ‘QK 45 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
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Diagram Book Page No.: T W110
Date Built: 26.07.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 07.09.1993
Last Single Car Test: 27.01.1993

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘BRAKE CONTROL PIPE’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘EMPTY LOAD VALVE’.
31.07.1991 Repair ‘TWIST LOCK’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘COUPLER KNUCKLE’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Repair ‘WEAR PLATES & SADDLES’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘COUPLER KNUCKLE’.
10.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1992 Repair ‘WHEEL SET’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BRAKE PIN’.
04.11.1992 Repair ‘BRAKE PULL ROD’.
04.11.1992 Repair ‘END BRAKE COCK’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘TWIST LOCK’.

QK 46

Details: wagon ‘QK 46 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 15.07.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 23.01.1995
Last Single Car Test: 25.01.1995

14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
13.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1994 Repair ‘BOGIE COMPLETE’.
13.07.1994 Repair ‘BRAKE BLOCK RB95’.
13.07.1994 Repair ‘COUPLER COMPLETE’.
13.07.1994 Repair ‘RELAY VALVE’.
13.07.1994 Repair ‘TWIST LOCK’.
13.07.1994 Repair ‘VEHICLE STENCILS’.
13.07.1994 Repair ‘WHEEL SET’.
23.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1995 Repair ‘COUPLER KNUCKLE’.
23.01.1995 Repair ‘TWIST LOCK’.
23.01.1995 Repair ‘TWIST LOCK’.
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QK 47

Details: wagon ‘QK 47 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 26.07.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: VACUUM BRAKE
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 22.09.1995
Last Single Car Test: 25.07.1994

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘VEHICLE RENUMBERED’.
13.04.1993 Repair ‘VEHICLE RETARE’.
13.04.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 47 G’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘TWIST LOCK’.
25.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1994 Repair ‘BOGIE COMPLETE’.
25.07.1994 Repair ‘COUPLER COMPLETE’.
25.07.1994 Repair ‘COUPLER KNUCKLE’.
25.07.1994 Repair ‘HANDBRAKE HANDLE’.
25.07.1994 Repair ‘TWIST LOCK’.
02.08.1995 Repair ‘BRAKE PULL ROD’.
22.09.1995 Repair ‘WHEEL SET’.

QK 48

Details: wagon ‘QK 48 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 05.08.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 14.10.1994
Last Single Car Test: 17.10.1994

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘HANDBRAKE HANDLE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER COMPLETE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘LASHING POINT’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘WEAR PLATES & SADDLES’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BRAKE CONTROL PIPE’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘VEHICLE STENCILS’.
06.08.1991 Repair ‘WEAR PLATES & SADDLES’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1992 Repair ‘HANDBRAKE HANDLE’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Repair ‘TWIST LOCK’.
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.01.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1993 Repair ‘BRAKE PIN’.
16.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1993 Repair ‘HANDBRAKE HANDLE’.
16.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
14.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1994 Repair ‘BOGIE COMPLETE’.
14.10.1994 Repair ‘BRAKE BLOCK RB95’.
14.10.1994 Repair ‘COUPLER COMPLETE’.
14.10.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1994 Repair ‘TWIST LOCK’.
14.10.1994 Repair ‘WHEEL SET’.

QK 49

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘BRAKE PIN’.
15.06.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE COMPLETE’.
18.06.1992 Repair ‘BRANCH PIPE’.
18.06.1992 Repair ‘COUPLER COMPLETE’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BRAKE BLOCK RB95’.
27.01.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.
21.11.1995 Repair ‘VEHICLE SOLD’.

QK 50

Details: wagon ‘QK 50 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 23.09.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 21.05.1996
Last Single Car Test: 21.02.1994

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRANCH PIPE’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘VEHICLE STENCILS’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
24.10.1990 Repair ‘RELAY VALVE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘EMPTY LOAD VALVE’.
09.01.1991 Repair ‘STANCHION’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BRAKE PIN’.
21.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BRAKE BLOCK RB95’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1992 Repair ‘END HOSE’.
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25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘LASHING POINT’.
23.06.1993 Repair ‘LASHING POINT’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘WHEEL SET’.
02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK OTHER’.
06.09.1993 Repair ‘BRAKE BLOCK OTHER’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘END BRAKE COCK’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘TWIST LOCK’.
21.05.1996 Repair ‘TWIST LOCK’.

QK 51

Details: wagon ‘QK 51 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 20.09.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ
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Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 07.05.1993
Last Triple Valve: 08.07.1992
Last Brake Cylinder: 07.05.1993
Last Single Car Test: 07.05.1993
Last Lift: 27.01.1983
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.07.1992 Repair ‘END BRAKE COCK’.
06.07.1992 Repair ‘END HOSE’.
06.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘TOP CENTRE PLATE’.
06.07.1992 Repair ‘TRAIN PIPE (END)’.
06.07.1992 Repair ‘TRAIN PIPE’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘VEHICLE LOAD CAPACITY’.
06.07.1992 Repair ‘VEHICLE RECLASSIFY’.
06.07.1992 Repair ‘VEHICLE RETARE’.
06.07.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 51 G’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘BRAKE PULL ROD’.
07.05.1993 Repair ‘END FRAME MEMBER’.
07.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘SIDE SILL’.
07.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QK 52

Details: wagon ‘QK 52 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 20.09.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 02.07.1996
Last Single Car Test: 07.02.1996

05.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘WHEEL SET’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE COMPLETE’.
20.01.1993 Repair ‘BRAKE BLOCK RB95’.
20.01.1993 Repair ‘COUPLER COMPLETE’.
20.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1993 Repair ‘STANCHION’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘TWIST LOCK’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘HANDBRAKE HANDLE’.
20.04.1993 Repair ‘TWIST LOCK’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1993 Repair ‘WEAR PLATES & SADDLES’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘TWIST LOCK’.
09.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1995 Repair ‘TWIST LOCK’.
09.01.1995 Repair ‘WEAR PLATES & SADDLES’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1996 Repair ‘EMPTY LOAD VALVE’.

QK 53

Details: wagon ‘QK 53 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 03.11.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 03.07.1996
Last Single Car Test: 03.07.1996
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘VEHICLE RENUMBERED’.
22.03.1993 Repair ‘VEHICLE RETARE’.
22.03.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 53 B’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘FLOOR SHEETING’.
15.09.1993 Repair ‘TWIST LOCK’.
03.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1996 Repair ‘TWIST LOCK’.
03.07.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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QK 54

Details: wagon ‘QK 54 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 03.11.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 49 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 14.09.1995
Last Triple Valve: 05.11.1992
Last Brake Cylinder: 05.11.1992
Last Single Car Test: 29.04.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘END BRAKE COCK’.
05.11.1992 Repair ‘END HOSE’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘TRAIN PIPE (END)’.
05.11.1992 Repair ‘TRAIN PIPE’.
05.11.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE RETARE’.
05.11.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 54 K’
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1995 Repair ‘TWIST LOCK’.

QK 55

Details: wagon ‘QK 55 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 19.11.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 07.04.1997
Last Single Car Test: 03.10.1996

13.07.1989 Repair ‘END HOSE’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1989 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘BOGIE COMPLETE’.
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BOGIE COMPLETE’.
05.09.1990 Repair ‘COUPLER COMPLETE’.
05.09.1990 Repair ‘COUPLER KNUCKLE’.
05.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BRAKE BLOCK RB95’.
29.10.1990 Repair ‘END BRAKE COCK’.
29.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘RELAY VALVE’.
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12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB95’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘WEAR PLATES & SADDLES’.
12.11.1992 Repair ‘WHEEL SET’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘WEAR PLATES & SADDLES’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘GRADE CONTROL VALVE’.
19.01.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
08.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1994 Repair ‘BRAKE LEVER’.
08.11.1994 Repair ‘COUPLER COMPLETE’.
08.11.1994 Repair ‘END BRAKE COCK’.
08.11.1994 Repair ‘TWIST LOCK’.
08.11.1994 Repair ‘TWIST LOCK’.
06.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1995 Repair ‘BRAKE LEVER’.
06.01.1995 Repair ‘BRAKE SPREADER & HANGERS’.
06.01.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1997 Repair ‘TWIST LOCK’.

QK 56

Details: wagon ‘QK 56 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.6tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 19.11.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 28.10.1993
Last Triple Valve: 03.02.1992
Last Brake Cylinder: 03.02.1992
Last Single Car Test: 03.11.1993
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BRAKE CONTROL PIPE’.
03.02.1992 Repair ‘BRAKE PULL ROD’.
03.02.1992 Repair ‘BRANCH PIPE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Repair ‘VEHICLE COMPLETE’.
03.02.1992 Repair ‘VEHICLE LOAD CAPACITY’.
03.02.1992 Repair ‘VEHICLE RECLASSIFY’.
03.02.1992 Repair ‘VEHICLE RENUMBERED’.
03.02.1992 Repair ‘VEHICLE RETARE’.
03.02.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 56 F’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BRAKE LEVER’.
08.05.1992 Repair ‘BRAKE PIN’.
08.05.1992 Repair ‘BRAKE PULL ROD’.
08.05.1992 Repair ‘COUPLER COMPLETE’.
08.05.1992 Repair ‘END BRAKE COCK’.
08.05.1992 Repair ‘TRAIN PIPE’.
08.05.1992 Repair ‘WHEEL SET’.
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23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘COUPLER COMPLETE’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘COUPLER COMPLETE’.
28.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QK 57

Details: wagon ‘QK 57 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 19.11.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.06.1996
Last Single Car Test: 26.06.1996

11.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.04.1992 Repair ‘TWIST LOCK’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘BRAKE BLOCK RB95’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
16.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1992 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘EMPTY LOAD VALVE’.
25.11.1993 Repair ‘TRAIN PIPE’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE BLOCK RB95’.
28.02.1994 Repair ‘BRAKE PULL ROD’.
28.02.1994 Repair ‘COUPLER COMPLETE’.
28.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1994 Repair ‘TWIST LOCK’.
28.02.1994 Repair ‘WHEEL SET’.
08.03.1996 Repair ‘EMPTY LOAD VALVE’.
26.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 58

Details: wagon ‘QK 58 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.12.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes
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Fleet Grp Code: AD NA
Return to Service Date: 24.01.1995
Last Single Car Test: 25.01.1995

20.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘WHEEL SET’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘HOSE FITTINGS’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘WHEEL SET’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘RELAY VALVE’.
15.12.1993 Repair ‘TWIST LOCK’.
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘STANCHION’.
12.05.1994 Repair ‘VEHICLE STENCILS’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1995 Repair ‘TWIST LOCK’.
24.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QK 59

Details: wagon ‘QK 59 W’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 20.12.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 30.10.1995
Last Brake Cylinder: 18.10.1989
Last Single Car Test: 25.01.1995

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE PULL ROD’.
21.07.1989 Repair ‘END COMPLETE’.
18.09.1989 Repair ‘BRAKE LEVER’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE LEVER’.
11.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘HANDBRAKE HANDLE’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRANCH PIPE’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘TWIST LOCK’.
29.01.1992 Repair ‘WHEEL SET’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
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14.07.1993 Repair ‘COUPLER COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘TWIST LOCK’.
19.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1995 Repair ‘END BRAKE COCK’.
19.01.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1995 Repair ‘TWIST LOCK’.
19.01.1995 Repair ‘WHEEL SET’.
30.10.1995 Repair ‘WHEEL SET’.

QK 60

Details: wagon ‘QK 60 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.12.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 17.06.1996
Due Triple Valve: 16.06.1995
Last Brake Cylinder: 16.06.1994
Last Single Car Test: 25.06.1996

04.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE COMPLETE’.
23.03.1992 Repair ‘COUPLER COMPLETE’.
23.03.1992 Repair ‘COUPLER KNUCKLE’.
23.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘BRAKE BLOCK RB95’.
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27.05.1992 Repair ‘COUPLER COMPLETE’.
27.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE COMPLETE’.
02.10.1992 Repair ‘BRAKE BLOCK RB95’.
02.10.1992 Repair ‘COUPLER COMPLETE’.
02.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.10.1992 Repair ‘HANDBRAKE HANDLE’.
02.10.1992 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1993 Repair ‘HANDBRAKE HANDLE’.
11.02.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘BRAKE PULL ROD’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘TRAIN PIPE (END)’.
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘WEAR PLATES & SADDLES’.
18.05.1993 Repair ‘WHEEL SET’.
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘WHEEL SET’.
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘WHEEL SET’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1993 Repair ‘STANCHION’.
16.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1994 Repair ‘BOGIE COMPLETE’.
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16.06.1994 Repair ‘BOGIE SPRING’.
16.06.1994 Repair ‘BRAKE BLOCK RB95’.
16.06.1994 Repair ‘BRAKE PULL ROD’.
16.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
16.06.1994 Repair ‘COUPLER COMPLETE’.
16.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1994 Repair ‘NYLON HOSE’.
16.06.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1994 Repair ‘SIDE MEMBER’.
16.06.1994 Repair ‘SIDE SHEET’.
16.06.1994 Repair ‘TWIST LOCK’.
16.06.1994 Repair ‘TWIST LOCK’.
16.06.1994 Repair ‘TWIST LOCK’.
17.07.1995 Repair ‘TWIST LOCK’.
30.11.1995 Repair ‘TWIST LOCK’.
17.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1996 Repair ‘END BRAKE COCK’.
17.06.1996 Repair ‘HANDBRAKE HANDLE’.

QK 61

Details: wagon ‘QK 61 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 01.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 29.07.1996
Last Single Car Test: 21.12.1994

20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
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20.01.1992 Repair ‘SIDE BEARER’.
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Repair ‘VEHICLE STENCILS’.
17.06.1992 Repair ‘BRAKE BLOCK RB95’.
17.06.1992 Repair ‘END BRAKE COCK’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1993 Repair ‘BRAKE LEVER’.
29.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘TWIST LOCK’.
21.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1994 Repair ‘BOGIE COMPLETE’.
21.12.1994 Repair ‘BRAKE BLOCK RB95’.
21.12.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.12.1994 Repair ‘COUPLER COMPLETE’.
21.12.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1994 Repair ‘TWIST LOCK’.
21.12.1994 Repair ‘WHEEL SET’.
29.07.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1996 Repair ‘TWIST LOCK’.

QK 62

Details: wagon ‘QK 62 N’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 01.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 26.06.1996
Last Triple Valve: 18.12.1991
Last Brake Cylinder: 15.10.1991
Last Single Car Test: 09.11.1994
Cont Connector Type:] P
Cont Max Slots: 2

08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1991 Repair ‘TRAIN PIPE’.
08.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 62 A’
25.07.1991 Repair ‘BOGIE COMPLETE’.
25.07.1991 Repair ‘COUPLER COMPLETE’.
25.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FJ 62 A’
01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR

BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘BRAKE CONTROL PIPE’.
15.10.1991 Repair ‘BRAKE PULL ROD’.
15.10.1991 Repair ‘BRANCH PIPE’.
15.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘SIDE BEARER’.
15.10.1991 Repair ‘TOP CENTRE PLATE’.
15.10.1991 Repair ‘TWIST LOCK’.
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15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘VEHICLE RECLASSIFY’.
15.10.1991 Repair ‘VEHICLE RETARE’.
15.10.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 62 A’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.12.1991 Repair ‘COUPLER COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE COMPLETE’.
01.09.1992 Repair ‘BRAKE PIN’.
01.09.1992 Repair ‘BRAKE PULL ROD’.
01.09.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BOGIE COMPLETE’.
28.10.1992 Repair ‘BOGIE COMPLETE’.
28.10.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1992 Repair ‘SIDE BEARER’.
28.10.1992 Repair ‘TWIST LOCK’.
03.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1994 Repair ‘COUPLER COMPLETE’.
03.11.1994 Repair ‘HANDBRAKE HANDLE’.
03.11.1994 Repair ‘TWIST LOCK’.
03.11.1994 Repair ‘WHEEL SET’.
15.08.1995 Repair ‘TWIST LOCK’.
22.03.1996 Repair ‘COUPLER KNUCKLE’.
26.06.1996 Repair ‘BOGIE BEARERS’.

QK 63

Details: wagon ‘QK 63 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 14.02.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 05.06.1995
Last Triple Valve: 07.06.1995
Last Single Car Test: 11.08.1994

13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘COUPLER COMPLETE’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘END BRAKE COCK’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘HOSE FITTINGS’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘TWIST LOCK’.
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1992 Repair ‘BOGIE COMPLETE’.
10.08.1992 Repair ‘BRAKE BLOCK RB95’.
10.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1992 Repair ‘COUPLER COMPLETE’.
10.08.1992 Repair ‘END BRAKE COCK’.
10.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Repair ‘WHEEL SET’.
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘END BRAKE COCK’.
08.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1994 Repair ‘BOGIE COMPLETE’.
06.06.1994 Repair ‘COUPLER COMPLETE’.
06.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1994 Repair ‘NYLON HOSE’.
06.06.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1994 Repair ‘TWIST LOCK’.
06.06.1994 Repair ‘TWIST LOCK’.
06.06.1994 Repair ‘WHEEL SET’.
10.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1994 Repair ‘BOGIE COMPLETE’.
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10.08.1994 Repair ‘BRAKE BLOCK RB95’.
10.08.1994 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1994 Repair ‘TWIST LOCK’.
05.06.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

QK 64

Details: wagon ‘QK 64 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 24.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 16.04.1997
Last Triple Valve: 18.12.1992
Last Brake Cylinder: 18.12.1992
Last Single Car Test: 17.04.1997
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.12.1992 Repair ‘BOGIE COMPLETE’.
18.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1992 Repair ‘VEHICLE RECLASSIFY’.
18.12.1992 Repair ‘VEHICLE RETARE’.
18.12.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 64 S’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘WHEEL SET’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘TWIST LOCK’.
15.09.1995 Repair ‘SIDE SILL’.
12.03.1997 Repair ‘TRAIN PIPE (END)’.
16.04.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 65

Details: wagon ‘QK 65 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 04.04.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 13.06.1996
Last Triple Valve: 10.03.1989
Last Single Car Test: 25.06.1996

26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘END BRAKE COCK’.
26.03.1991 Repair ‘LASHING POINT’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1991 Repair ‘WHEEL SET’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘END SHEETING’.
15.07.1993 Repair ‘SIDE SHEET’.
15.07.1993 Repair ‘TWIST LOCK’.
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15.07.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
02.03.1996 Repair ‘WHEEL SET’.
13.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1996 Repair ‘END BRAKE COCK’.
14.06.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QK 66

Details: wagon ‘QK 66 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 24.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ;WITH ONE END ONLY
BSG Code: FTQZ

Capacity of 49 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 27.09.1996
Last Triple Valve: 13.10.1992
Last Brake Cylinder: 13.10.1992
Last Single Car Test: 15.06.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE LEVER’.
13.10.1992 Repair ‘BRANCH PIPE’.
13.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.10.1992 Repair ‘COUPLER COMPLETE’.
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13.10.1992 Repair ‘END BRAKE COCK’.
13.10.1992 Repair ‘END HOSE’.
13.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.10.1992 Repair ‘TRAIN PIPE’.
13.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
13.10.1992 Repair ‘VEHICLE RECLASSIFY’.
13.10.1992 Repair ‘VEHICLE RETARE’.
13.10.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 66 N’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1993 Repair ‘TWIST LOCK’.
15.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1994 Repair ‘BOGIE COMPLETE’.
15.06.1994 Repair ‘COUPLER COMPLETE’.
15.06.1994 Repair ‘STANCHION’.
15.06.1994 Repair ‘TWIST LOCK’.
15.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1994 Repair ‘WHEEL SET’.
06.10.1995 Repair ‘TWIST LOCK’.
27.09.1996 Repair ‘COUPLER COMPLETE’.
27.09.1996 Repair ‘WHEEL SET’.

QK 67

Details: wagon ‘QK 67 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 16.04.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 48 tonnes
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Fleet Grp Code: AD NA
Return to Service Date: 24.08.1995
Last Triple Valve: 03.06.1994
Last Brake Cylinder: 13.05.1992
Last Single Car Test: 11.08.1994
Cont Connector Type:] P
Cont Max Slots: 2

01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR
BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.05.1992 Repair ‘END BRAKE COCK’.
13.05.1992 Repair ‘END HOSE’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1992 Repair ‘TOP CENTRE PLATE’.
13.05.1992 Repair ‘TRAIN PIPE (END)’.
13.05.1992 Repair ‘TRAIN PIPE’.
13.05.1992 Repair ‘VEHICLE COMPLETE’.
13.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
13.05.1992 Repair ‘VEHICLE RECLASSIFY’.
13.05.1992 Repair ‘VEHICLE RETARE’.
13.05.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 67 W’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘COUPLER COMPLETE’.
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘TWIST LOCK’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘BRAKE PULL ROD’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘TWIST LOCK’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘BOGIE COMPLETE’.
01.06.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.06.1994 Repair ‘COUPLER COMPLETE’.
08.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1994 Repair ‘BOGIE COMPLETE’.
08.08.1994 Repair ‘BRAKE BLOCK RB95’.
08.08.1994 Repair ‘COUPLER COMPLETE’.
08.08.1994 Repair ‘TWIST LOCK’.
08.08.1994 Repair ‘TWIST LOCK’.
08.08.1994 Repair ‘WHEEL SET’.
24.08.1995 Repair ‘SIDE SILL’.
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QK 68

Details: wagon ‘QK 68 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 24.05.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 29.07.1994
Last Triple Valve: 11.08.1994
Last Single Car Test: 11.08.1994

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘HANDBRAKE WHEEL’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘END BRAKE COCK’.
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘COUPLER COMPLETE’.
10.07.1991 Repair ‘TWIST LOCK’.
10.07.1991 Repair ‘TWIST LOCK’.
10.07.1991 Repair ‘VEHICLE STENCILS’.
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Repair ‘WHEEL SET’.
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05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘BRAKE BLOCK RB95’.
05.08.1992 Repair ‘COUPLER COMPLETE’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Repair ‘TWIST LOCK’.
05.08.1992 Repair ‘WHEEL SET’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘TWIST LOCK’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BOGIE COMPLETE’.
12.07.1993 Repair ‘TWIST LOCK’.
12.07.1993 Repair ‘TWIST LOCK’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘BOGIE COMPLETE’.
29.07.1994 Repair ‘BRAKE BLOCK RB95’.
29.07.1994 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1994 Repair ‘BRAKE PULL ROD’.
29.07.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.07.1994 Repair ‘COUPLER COMPLETE’.
29.07.1994 Repair ‘END BRAKE COCK’.
29.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1994 Repair ‘TWIST LOCK’.

QK 69

Details: wagon ‘QK 69 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 15.04.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes
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Fleet Grp Code: AD NA
Return to Service Date: 18.04.1997
Last Brake Cylinder: 29.09.1993
Last Single Car Test: 13.03.1996

12.10.1989 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘BRAKE PIN’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘DISCHARGE DOOR’.
11.12.1990 Repair ‘STANCHION’.
11.12.1990 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE ADAPTER’.
03.06.1992 Repair ‘BOGIE BEARINGS’.
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Repair ‘BOGIE COMPLETE’.
03.06.1992 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘BRAKE PIN’.
03.06.1992 Repair ‘COUPLER COMPLETE’.
03.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘END BRAKE COCK’.
11.11.1992 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘WEAR PLATES & SADDLES’.
13.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1993 Repair ‘BRAKE LEVER’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘END BRAKE COCK’.
29.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1993 Repair ‘HANDBRAKE HANDLE’.
29.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1993 Repair ‘STANCHION’.
29.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1993 Repair ‘VEHICLE STENCILS’.
22.09.1995 Repair ‘WHEEL SET’.
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26.10.1995 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1996 Repair ‘EMPTY LOAD VALVE’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1997 Repair ‘TWIST LOCK’.

QK 70

Details: wagon ‘QK 70 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 03.05.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 17.05.1995
Last Single Car Test: 03.06.1994

20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘BRAKE PIN’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BRAKE LEVER’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1990 Repair ‘TWIST LOCK’.
22.08.1991 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘EMPTY LOAD VALVE’.
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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16.01.1992 Repair ‘STANCHION’.
16.01.1992 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRAKE BLOCK RB95’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘BOGIE COMPLETE’.
01.10.1993 Repair ‘BRAKE BLOCK RB95’.
01.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1993 Repair ‘COUPLER COMPLETE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1993 Repair ‘TWIST LOCK’.
01.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1993 Repair ‘WHEEL SET’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1994 Repair ‘TWIST LOCK’.
31.05.1994 Repair ‘TWIST LOCK’.
17.05.1995 Repair ‘WHEEL SET’.

QK 71

Details: wagon ‘QK 71 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 18.05.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.11.1996
Last Single Car Test: 22.02.1994

11363



2. TIMS GROUP INFORMATION - WAGONS

09.08.1989 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1990 Repair ‘TOP CENTRE PLATE’.
26.03.1990 Repair ‘TRAIN PIPE’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘WHEEL SET’.
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘BRANCH PIPE’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
29.08.1990 Repair ‘END HOSE’.
29.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRAKE BLOCK RB95’.
01.06.1992 Repair ‘NYLON HOSE’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘BRAKE PIN’.
22.12.1992 Repair ‘COUPLER COMPLETE’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1992 Repair ‘TWIST LOCK’.
13.06.1993 Repair ‘HITCH COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘TWIST LOCK’.
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1994 Repair ‘EMPTY LOAD VALVE’.
10.02.1994 Repair ‘END BRAKE COCK’.
16.11.1995 Repair ‘BRAKE BLOCK RB95’.
16.11.1995 Repair ‘WHEEL SET’.
26.11.1996 Repair ‘BOGIE COMPLETE’.
26.11.1996 Repair ‘BRAKE BLOCK RB95’.
26.11.1996 Repair ‘BRAKE PIN’.
26.11.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QK 72

Details: wagon ‘QK 72 V’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 07.06.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 18.04.1997
Last Single Car Test: 03.06.1996

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRAKE CONTROL PIPE’.
09.05.1990 Repair ‘BRANCH PIPE’.
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE COMPLETE’.
12.10.1992 Repair ‘BRAKE BLOCK RB95’.
12.10.1992 Repair ‘BRAKE PIN’.
12.10.1992 Repair ‘BRAKE PULL ROD’.
12.10.1992 Repair ‘COUPLER COMPLETE’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘TWIST LOCK’.
11.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘BOGIE COMPLETE’.
11.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
11.04.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1994 Repair ‘BOGIE COMPLETE’.
18.07.1994 Repair ‘COUPLER COMPLETE’.
18.07.1994 Repair ‘TWIST LOCK’.
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29.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1996 Repair ‘RELAY VALVE’.
29.05.1996 Repair ‘TRAIN PIPE’.
18.04.1997 Repair ‘STANCHION’.

QK 73

Details: wagon ‘QK 73 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 31.05.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 30.03.1995
Last Single Car Test: 30.03.1995

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘HANDBRAKE HANDLE’.
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘BRANCH PIPE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘COUPLER COMPLETE’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘END BRAKE COCK’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Repair ‘WHEEL SET’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
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06.04.1993 Repair ‘BOGIE WEAR PLATES’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘STANCHION’.
06.04.1993 Repair ‘TWIST LOCK’.
06.04.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE COMPLETE’.
05.07.1993 Repair ‘EMPTY LOAD VALVE’.
05.07.1993 Repair ‘HOSE FITTINGS’.
05.07.1993 Repair ‘NYLON HOSE’.
05.07.1993 Repair ‘TWIST LOCK’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1994 Repair ‘BRAKE LEVER’.
28.04.1994 Repair ‘BRAKE LEVER’.
28.04.1994 Repair ‘EMPTY LOAD VALVE’.
28.04.1994 Repair ‘EMPTY LOAD VALVE’.
28.04.1994 Repair ‘END BRAKE COCK’.
28.04.1994 Repair ‘END BRAKE COCK’.
28.04.1994 Repair ‘TWIST LOCK’.
28.04.1994 Repair ‘TWIST LOCK’.
30.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1994 Repair ‘BOGIE COMPLETE’.
30.08.1994 Repair ‘BRAKE BLOCK RB95’.
30.08.1994 Repair ‘BRAKE LEVER’.
30.08.1994 Repair ‘BRAKE PIN’.
30.08.1994 Repair ‘BRAKE PULL ROD’.
30.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1994 Repair ‘COUPLER COMPLETE’.
30.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1994 Repair ‘TWIST LOCK’.
30.08.1994 Repair ‘TWIST LOCK’.
30.08.1994 Repair ‘WHEEL SET’.
30.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 74

Details: wagon ‘QK 74 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 10.06.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 09.08.1994
Last Single Car Test: 15.08.1994

27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1994 Repair ‘BOGIE COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘COUPLER COMPLETE’.
20.04.1994 Repair ‘COUPLER KNUCKLE’.
20.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1994 Repair ‘TWIST LOCK’.
20.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1994 Repair ‘WEAR PLATES & SADDLES’.
20.04.1994 Repair ‘WHEEL SET’.
09.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QK 75

Details: wagon ‘QK 75 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 21.06.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 07.04.1997
Last Triple Valve: 31.03.1992
Last Brake Cylinder: 31.03.1992
Last Single Car Test: 03.04.1995
Cont Connector Type:] P
Cont Max Slots: 2

08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1991 Repair ‘TRAIN PIPE’.
08.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 75 M’
01.08.1991 Alteration complete ‘CONVERT REMAINING FJ CLASS WAGONS TO AIR

BRAKE AND RECLASSIFY QK. (2136)’. New class: ‘QK’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
30.03.1992 Repair ‘END BRAKE COCK’.
30.03.1992 Repair ‘END HOSE’.
30.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1992 Repair ‘TOP CENTRE PLATE’.
30.03.1992 Repair ‘TRAIN PIPE’.
30.03.1992 Repair ‘VEHICLE COMPLETE’.
30.03.1992 Repair ‘VEHICLE LOAD CAPACITY’.
30.03.1992 Repair ‘VEHICLE RECLASSIFY’.
30.03.1992 Repair ‘VEHICLE RETARE’.
30.03.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FJ 75 M’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘HANDBRAKE HANDLE’.
04.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1994 Repair ‘BRAKE PULL ROD’.
04.04.1994 Repair ‘COUPLER KNUCKLE’.
03.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1995 Repair ‘TWIST LOCK’.
16.06.1995 Repair ‘TWIST LOCK’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.
07.04.1997 Repair ‘TWIST LOCK’.

QK 76

Details: wagon ‘QK 76 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 14.07.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 13.07.1995
Last Single Car Test: 21.12.1994

13.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1991 Repair ‘WEAR PLATES & SADDLES’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1991 Repair ‘BRAKE BLOCK RB95’.
20.05.1991 Repair ‘COUPLER COMPLETE’.
20.05.1991 Repair ‘EMPTY LOAD VALVE’.
20.05.1991 Repair ‘TWIST LOCK’.
20.05.1991 Repair ‘WHEEL SET’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BOGIE SPRING’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘EMPTY LOAD VALVE’.
09.11.1992 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘EMPTY LOAD VALVE’.
03.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1993 Repair ‘TWIST LOCK’.
20.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1994 Repair ‘BOGIE COMPLETE’.
20.12.1994 Repair ‘COUPLER COMPLETE’.
20.12.1994 Repair ‘WEAR PLATES & SADDLES’.
13.07.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QK 77

Details: wagon ‘QK 77 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 14.07.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes
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Fleet Grp Code: AD NA
Return to Service Date: 24.03.1994
Last Single Car Test: 24.03.1994

13.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Repair ‘VEHICLE STENCILS’.
08.07.1991 Repair ‘WHEEL SET’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.10.1991 Repair ‘BRANCH PIPE’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘END BRAKE COCK’.
02.10.1991 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘BRAKE BLOCK RB95’.
13.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Repair ‘STANCHION’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘WHEEL SET’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘TRAIN PIPE’.
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1994 Repair ‘TWIST LOCK’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1994 Repair ‘BRAKE PIN’.
24.03.1994 Repair ‘BRAKE PULL ROD’.
24.03.1994 Repair ‘TWIST LOCK’.

QK 78

Details: wagon ‘QK 78 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 18.08.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 24.11.1995
Last Single Car Test: 25.07.1994

10.08.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1992 Repair ‘BOGIE COMPLETE’.
03.07.1992 Repair ‘COUPLER COMPLETE’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘END BRAKE COCK’.
03.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘VEHICLE STENCILS’.
07.12.1992 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘TWIST LOCK’.
22.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1994 Repair ‘BOGIE COMPLETE’.
22.07.1994 Repair ‘BRAKE BLOCK RB95’.
22.07.1994 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1994 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1994 Repair ‘COUPLER COMPLETE’.
22.07.1994 Repair ‘TWIST LOCK’.
22.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1994 Repair ‘WHEEL SET’.
24.11.1995 Repair ‘TWIST LOCK’.
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QK 79

Details: wagon ‘QK 79 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 18.08.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 14.10.1996
Last Triple Valve: 29.09.1992
Last Single Car Test: 21.12.1994

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE LEVER’.
24.04.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘COUPLER COMPLETE’.
15.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1990 Repair ‘TRAIN PIPE (END)’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Repair ‘TWIST LOCK’.
21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1994 Repair ‘BOGIE COMPLETE’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
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21.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1994 Repair ‘COUPLER COMPLETE’.
21.04.1994 Repair ‘TWIST LOCK’.
21.04.1994 Repair ‘TWIST LOCK’.
21.04.1994 Repair ‘WHEEL SET’.
20.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1994 Repair ‘BOGIE COMPLETE’.
20.12.1994 Repair ‘COUPLER COMPLETE’.
20.12.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1994 Repair ‘TWIST LOCK’.
20.12.1994 Repair ‘WEAR PLATES & SADDLES’.
14.10.1996 Repair ‘TWIST LOCK’.

QK 80

Details: wagon ‘QK 80 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $21690
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W110
Date Built: 20.09.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX FJ
BSG Code: FTQZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 18.11.1995
Last Single Car Test: 20.11.1995

15.11.1989 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.04.1991 Repair ‘SIDE BEARER’.
04.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘TWIST LOCK’.
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14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘COUPLER COMPLETE’.
14.07.1993 Repair ‘END BRAKE COCK’.
27.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1994 Repair ‘BOGIE COMPLETE’.
27.07.1994 Repair ‘BRAKE BLOCK RB95’.
27.07.1994 Repair ‘COUPLER COMPLETE’.
27.07.1994 Repair ‘COUPLER KNUCKLE’.
27.07.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1994 Repair ‘TWIST LOCK’.
24.05.1995 Repair ‘BRAKE BLOCK RB95’.
18.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2.599 Wagon classification starting with ‘QL’

QL 1

Details: wagon ‘QL 1 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 04.08.1994
Last Single Car Test: 11.08.1994

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
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01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Repair ‘BRAKE PIN’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
04.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1994 Repair ‘BOGIE COMPLETE’.
04.08.1994 Repair ‘BRAKE BLOCK RB95’.
04.08.1994 Repair ‘BRAKE PULL ROD’.
04.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1994 Repair ‘COUPLER COMPLETE’.
04.08.1994 Repair ‘END BRAKE COCK’.
04.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1994 Repair ‘TWIST LOCK’.
04.08.1994 Repair ‘WHEEL SET’.

QL 2

Details: wagon ‘QL 2 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 09.11.1994
Last Single Car Test: 09.11.1994
Last Lift: 07.10.1983
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05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘WHEEL SET’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BRAKE BLOCK OTHER’.
04.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1993 Repair ‘BOGIE COMPLETE’.
20.01.1993 Repair ‘COUPLER COMPLETE’.
20.01.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘WHEEL SET’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1993 Repair ‘BOGIE COMPLETE’.
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘TWIST LOCK’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BRAKE BLOCK OTHER’.
12.04.1994 Repair ‘END BRAKE COCK’.
11.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1994 Repair ‘BOGIE COMPLETE’.
11.07.1994 Repair ‘COUPLER COMPLETE’.
11.07.1994 Repair ‘TWIST LOCK’.
09.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1994 Repair ‘BOGIE COMPLETE’.
09.11.1994 Repair ‘BRAKE PULL ROD’.
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09.11.1994 Repair ‘COUPLER COMPLETE’.
09.11.1994 Repair ‘END BRAKE COCK’.
09.11.1994 Repair ‘TWIST LOCK’.
09.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QL 4

Details: wagon ‘QL 4 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 01.05.1995
Last Single Car Test: 13.12.1990

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

05.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Repair ‘TWIST LOCK’.
13.06.1993 Repair ‘HITCH COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘TWIST LOCK’.

11379



2. TIMS GROUP INFORMATION - WAGONS

01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘END BRAKE COCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.05.1995 Repair ‘WHEEL SET’.

QL 5

Details: wagon ‘QL 5 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Last Brake Cylinder: 30.07.1992
Last Single Car Test: 30.07.1992
Last Lift: 11.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘BRAKE PULL ROD’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1991 Repair ‘HANDBRAKE HANDLE’.
24.05.1991 Repair ‘SIDE BEARER’.
24.05.1991 Repair ‘TOP CENTRE PLATE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1992 Repair ‘BRAKE CONTROL PIPE’.
30.07.1992 Repair ‘BRAKE PULL ROD’.
30.07.1992 Repair ‘END FRAME MEMBER’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QL 6

Details: wagon ‘QL 6 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 20.12.1995
Last Single Car Test: 22.04.1994
Last Lift: 09.11.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

21.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1994 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1994 Repair ‘BRAKE BLOCK RB95’.
21.04.1994 Repair ‘BRAKE PULL ROD’.
21.04.1994 Repair ‘COUPLER KNUCKLE’.
21.04.1994 Repair ‘COUPLER TRIGGER LEVER’.
21.04.1994 Repair ‘END BRAKE COCK’.
21.04.1994 Repair ‘END HOSE’.
21.04.1994 Repair ‘HANDBRAKE HANDLE’.
21.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1994 Repair ‘VEHICLE STENCILS’.
21.04.1994 Repair ‘WHEEL SET’.
20.12.1995 Repair ‘END BRAKE COCK’.

11381



2. TIMS GROUP INFORMATION - WAGONS

QL 7

Details: wagon ‘QL 7 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX NRN
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 12.11.1996
Last Single Car Test: 12.11.1996
Last Lift: 11.06.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

13.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BOLSTER’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BRAKE BLOCK RB95’.
29.11.1990 Repair ‘HANDBRAKE HANDLE’.
29.11.1990 Repair ‘WHEEL SET’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE LEVER’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
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23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘WHEEL SET’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘TWIST LOCK’.
24.02.1994 Repair ‘TWIST LOCK’.
24.02.1994 Repair ‘TWIST LOCK’.
07.11.1996 Repair ‘BOGIE COMPLETE’.
12.11.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QL 9

Details: wagon ‘QL 9 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 08.02.1996
Last Single Car Test: 08.02.1996
Last Lift: 16.02.1984

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.
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25.09.1989 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘COUPLER COMPLETE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Repair ‘WHEEL SET’.
24.06.1993 Repair ‘TWIST LOCK’.
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRAKE PULL ROD’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
29.07.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE BLOCK RB95’.
30.11.1993 Repair ‘GRADE CONTROL VALVE’.
30.11.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘BRAKE BLOCK RB95’.
16.12.1993 Repair ‘COUPLER COMPLETE’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘WHEEL SET’.
02.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QL 10

Details: wagon ‘QL 10 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
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Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 02.03.1996
Last Single Car Test: 08.02.1996
Last Lift: 31.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘BRAKE PULL ROD’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Repair ‘TWIST LOCK’.
20.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1994 Repair ‘BOGIE COMPLETE’.
20.09.1994 Repair ‘BRAKE BLOCK RB95’.
20.09.1994 Repair ‘COUPLER COMPLETE’.
20.09.1994 Repair ‘TWIST LOCK’.
20.09.1994 Repair ‘TWIST LOCK’.
20.09.1994 Repair ‘TWIST LOCK’.
20.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1996 Repair ‘WHEEL SET’.

QL 11

Details: wagon ‘QL 11 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Last Single Car Test: 10.03.1992
Last Lift: 20.09.1982

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘END BRAKE COCK’.
14.08.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘END BRAKE COCK’.
24.10.1990 Repair ‘TOP CENTRE PLATE’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1992 Repair ‘COUPLER KNUCKLE’.
10.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.03.1992 Repair ‘END BRAKE COCK’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QL 12

Details: wagon ‘QL 12 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 15.8tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 14.11.1995
Last Single Car Test: 07.09.1994
Last Lift: 01.04.1982

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘COUPLER COMPLETE’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘TWIST LOCK’.
17.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRAKE PULL ROD’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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07.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1994 Repair ‘BOGIE COMPLETE’.
07.09.1994 Repair ‘BRAKE BLOCK RB95’.
07.09.1994 Repair ‘COUPLER COMPLETE’.
07.09.1994 Repair ‘WHEEL SET’.
14.11.1995 Repair ‘WHEEL SET’.

QL 13

Details: wagon ‘QL 13 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 04.09.1996
Last Single Car Test: 11.08.1994

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘WHEEL SET’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE COMPLETE’.
22.02.1993 Repair ‘BRAKE BLOCK RB95’.
22.02.1993 Repair ‘COUPLER COMPLETE’.
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24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE COMPLETE’.
24.06.1993 Repair ‘COUPLER COMPLETE’.
24.06.1993 Repair ‘SIDE STEP’.
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘COUPLER COMPLETE’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE BLOCK RB95’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.02.1994 Repair ‘TWIST LOCK’.
03.02.1994 Repair ‘WHEEL SET’.
09.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1994 Repair ‘BOGIE COMPLETE’.
09.08.1994 Repair ‘COUPLER COMPLETE’.
09.08.1994 Repair ‘TWIST LOCK’.
09.08.1994 Repair ‘TWIST LOCK’.
04.09.1996 Repair ‘TOP CENTRE PLATE’.
04.09.1996 Repair ‘WHEEL SET’.

QL 14

Details: wagon ‘QL 14 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ
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Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 12.01.1995
Last Single Car Test: 19.01.1995
Last Lift: 03.01.1984

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘BRAKE PIN’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘SIDE BEARER’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BRAKE BLOCK RB95’.
14.11.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1993 Repair ‘BOGIE COMPLETE’.
20.01.1993 Repair ‘COUPLER COMPLETE’.
20.01.1993 Repair ‘END BRAKE COCK’.
20.01.1993 Repair ‘TWIST LOCK’.
11.05.1993 Repair ‘END BRAKE COCK’.
11.05.1993 Repair ‘END HOSE’.
11.05.1993 Repair ‘TRAIN PIPE (END)’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘TWIST LOCK’.
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘BOGIE COMPLETE’.
28.07.1994 Repair ‘BOGIE COMPLETE’.
28.07.1994 Repair ‘BRAKE PIN’.
28.07.1994 Repair ‘COUPLER COMPLETE’.
28.07.1994 Repair ‘COUPLER KNUCKLE’.
28.07.1994 Repair ‘END BRAKE COCK’.
28.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1994 Repair ‘TWIST LOCK’.
28.07.1994 Repair ‘WHEEL SET’.
11.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1994 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘COUPLER COMPLETE’.
11.08.1994 Repair ‘LASHING POINT’.
11.08.1994 Repair ‘SIDE BEARER’.
11.08.1994 Repair ‘TWIST LOCK’.
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12.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1995 Repair ‘HANDBRAKE HANDLE’.
12.01.1995 Repair ‘TWIST LOCK’.

QL 15

Details: wagon ‘QL 15 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.06.1996
Last Single Car Test: 26.10.1994
Last Lift: 11.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

07.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BOLSTER’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘BRAKE PIN’.
11.03.1992 Repair ‘BRANCH PIPE’.
11.03.1992 Repair ‘TRAIN PIPE (END)’.
11.03.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.08.1992 Repair ‘TRAIN PIPE (END)’.
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘BRANCH PIPE’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘TWIST LOCK’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘COUPLER COMPLETE’.
01.09.1993 Repair ‘COUPLER KNUCKLE’.
01.09.1993 Repair ‘SIDE BEARER’.
01.09.1993 Repair ‘TRAIN PIPE’.
01.09.1993 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘COUPLER COMPLETE’.
24.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1994 Repair ‘BOGIE COMPLETE’.
11.07.1994 Repair ‘BRAKE BLOCK RB95’.
11.07.1994 Repair ‘COUPLER COMPLETE’.
11.07.1994 Repair ‘TWIST LOCK’.
11.07.1994 Repair ‘WHEEL SET’.
25.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1994 Repair ‘BOGIE COMPLETE’.
25.10.1994 Repair ‘BRAKE BLOCK RB95’.
25.10.1994 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1994 Repair ‘COUPLER COMPLETE’.
25.10.1994 Repair ‘TWIST LOCK’.
20.04.1996 Repair ‘WHEEL SET’.
26.06.1996 Repair ‘BOGIE COMPLETE’.

QL 16

Details: wagon ‘QL 16 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1970
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 20.02.1997
Due Triple Valve: 12.02.1998
Last Single Car Test: 16.11.1993
Last Lift: 29.11.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘CARD OR CLIP HOLDER’.
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1990 Repair ‘TOP CENTRE PLATE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘COUPLER COMPLETE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
17.10.1991 Repair ‘WHEEL SET’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
02.03.1994 Repair ‘TWIST LOCK’.
18.03.1994 Repair ‘TWIST LOCK’.
22.11.1995 Repair ‘WHEEL SET’.
10.02.1997 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1997 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
20.02.1997 Repair ‘BRAKE PULL ROD’.
20.02.1997 Repair ‘BRAKE SPREADER & HANGERS’.
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QL 17

Details: wagon ‘QL 17 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 20.03.1996
Last Single Car Test: 21.03.1996
Last Lift: 27.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FV 17 G’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1990 Repair ‘BOGIE COMPLETE’.
30.08.1990 Repair ‘COUPLER COMPLETE’.
30.08.1990 Repair ‘DOOR COMPLETE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1992 Repair ‘BOGIE COMPLETE’.
06.02.1992 Repair ‘COUPLER COMPLETE’.
06.02.1992 Repair ‘TWIST LOCK’.
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘END BRAKE COCK’.
28.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1994 Repair ‘BOGIE COMPLETE’.
28.09.1994 Repair ‘BRAKE BLOCK RB95’.
28.09.1994 Repair ‘COUPLER COMPLETE’.
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28.09.1994 Repair ‘COUPLER KNUCKLE’.
28.09.1994 Repair ‘END BRAKE COCK’.
28.09.1994 Repair ‘TWIST LOCK’.
28.09.1994 Repair ‘WHEEL SET’.
30.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QL 18

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

21.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1990 Repair ‘BOGIE COMPLETE’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘COUPLER COMPLETE’.
08.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘END BRAKE COCK’.
23.06.1992 Repair ‘TWIST LOCK’.
23.06.1992 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BOGIE COMPLETE’.
13.07.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘COUPLER COMPLETE’.
02.09.1993 Repair ‘END BRAKE COCK’.
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘TWIST LOCK’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QL 19

Details: wagon ‘QL 19 P’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Last Single Car Test: 17.09.1992
Last Lift: 30.05.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘VEHICLE STENCILS’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1992 Repair ‘BRAKE BLOCK RB95’.
17.09.1992 Repair ‘BRAKE PULL ROD’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘TWIST LOCK’.

QL 20

Details: wagon ‘QL 20 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 23.09.1996
Last Triple Valve: 16.01.1991
Last Brake Cylinder: 31.03.1989
Last Single Car Test: 24.09.1996
Last Lift: 09.11.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.01.1991 Repair ‘BOGIE COMPLETE’.
16.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.01.1991 Repair ‘BRAKE LEVER’.
16.01.1991 Repair ‘BRAKE PIN’.
16.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
16.01.1991 Repair ‘COUPLER COMPLETE’.
16.01.1991 Repair ‘TWIST LOCK’.
16.01.1991 Repair ‘WHEEL SET’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘TWIST LOCK’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER COMPLETE’.
10.12.1993 Repair ‘TWIST LOCK’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
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17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘BRAKE BLOCK RB95’.
17.08.1994 Repair ‘BRAKE PULL ROD’.
17.08.1994 Repair ‘COUPLER COMPLETE’.
17.08.1994 Repair ‘TWIST LOCK’.
17.08.1994 Repair ‘TWIST LOCK’.
17.08.1994 Repair ‘WHEEL SET’.
16.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1994 Repair ‘BOGIE COMPLETE’.
16.11.1994 Repair ‘BRAKE BLOCK RB95’.
16.11.1994 Repair ‘BRAKE PIN’.
16.11.1994 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1994 Repair ‘COUPLER COMPLETE’.
16.11.1994 Repair ‘COUPLER KNUCKLE’.
16.11.1994 Repair ‘TWIST LOCK’.
16.11.1994 Repair ‘WHEEL SET’.
06.03.1996 Repair ‘BRAKE LEVER’.
23.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1996 Repair ‘BRAKE BLOCK RB95’.
23.09.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QL 21

Details: wagon ‘QL 21 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 25.02.1997
Last Single Car Test: 15.11.1994
Last Lift: 30.11.1983
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05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘AXLEBOX’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘COUPLER COMPLETE’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘STANCHION’.
29.06.1993 Repair ‘STANCHION’.
29.06.1993 Repair ‘STANCHION’.
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BOGIE COMPLETE’.
20.07.1994 Repair ‘COUPLER COMPLETE’.
20.07.1994 Repair ‘SIDE BEARER’.
20.07.1994 Repair ‘TWIST LOCK’.
20.07.1994 Repair ‘TWIST LOCK’.
19.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1994 Repair ‘BOGIE COMPLETE’.
19.08.1994 Repair ‘BRAKE BLOCK RB95’.
19.08.1994 Repair ‘COUPLER COMPLETE’.
08.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1994 Repair ‘BOGIE COMPLETE’.
08.09.1994 Repair ‘COUPLER COMPLETE’.
08.09.1994 Repair ‘END HOSE’.
08.09.1994 Repair ‘TWIST LOCK’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘BOGIE COMPLETE’.
14.11.1994 Repair ‘BRAKE BLOCK RB95’.
14.11.1994 Repair ‘COUPLER COMPLETE’.
14.11.1994 Repair ‘TWIST LOCK’.
14.11.1994 Repair ‘TWIST LOCK’.
26.07.1995 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1997 Repair ‘BRAKE LEVER’.
25.02.1997 Repair ‘BRAKE PIN’.
25.02.1997 Repair ‘TWIST LOCK’.

QL 22

Details: wagon ‘QL 22 G’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 22.09.1995
Last Single Car Test: 05.09.1994
Last Lift: 29.11.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘COUPLER COMPLETE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘TWIST LOCK’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘END BRAKE COCK’.
02.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘COUPLER COMPLETE’.
09.12.1993 Repair ‘TWIST LOCK’.
02.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1994 Repair ‘BOGIE COMPLETE’.
02.09.1994 Repair ‘COUPLER COMPLETE’.
02.09.1994 Repair ‘COUPLER KNUCKLE’.
02.09.1994 Repair ‘TWIST LOCK’.
02.09.1994 Repair ‘WHEEL SET’.
22.09.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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QL 23

Details: wagon ‘QL 23 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX NRN
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 18.03.1996
Last Single Car Test: 21.03.1996
Last Lift: 30.12.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

06.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘COUPLER COMPLETE’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘END BRAKE COCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘VEHICLE STENCILS’.
30.09.1993 Repair ‘WEAR PLATES & SADDLES’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘COUPLER COMPLETE’.
09.11.1993 Repair ‘END BRAKE COCK’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘TWIST LOCK’.
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1994 Repair ‘BOGIE COMPLETE’.
25.11.1994 Repair ‘BRAKE BLOCK RB95’.
25.11.1994 Repair ‘COUPLER COMPLETE’.
25.11.1994 Repair ‘TWIST LOCK’.
25.11.1994 Repair ‘TWIST LOCK’.
18.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QL 24

Details: wagon ‘QL 24 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 18.04.1996
Last Triple Valve: 03.08.1988
Last Single Car Test: 21.08.1992
Last Lift: 14.02.1984
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05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PIN’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
27.07.1989 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘ISOLATING COCK’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRAKE BLOCK OTHER’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘WHEEL SET’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE PIN’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘TRAIN PIPE (END)’.
09.07.1991 Repair ‘TWIST LOCK’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1996 Repair ‘WHEEL SET’.

QL 25

Details: wagon ‘QL 25 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
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Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 14.03.1997
Last Single Car Test: 17.03.1997
Last Lift: 29.11.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘WHEEL SET’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘TWIST LOCK’.
02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘TWIST LOCK’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘TWIST LOCK’.
13.03.1997 Repair ‘WHEEL SET’.
14.03.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QL 26

Details: wagon ‘QL 26 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.3tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX NRN
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 26.11.1996
Last Single Car Test: 24.09.1996
Last Lift: 06.08.1981

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE COMPLETE’.
12.11.1990 Repair ‘BRANCH PIPE’.
12.11.1990 Repair ‘COUPLER COMPLETE’.
12.11.1990 Repair ‘SIDE BEARER’.
12.11.1990 Repair ‘TWIST LOCK’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘SIDE BEARER’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRAKE BLOCK OTHER’.
26.03.1991 Repair ‘COUPLER COMPLETE’.
26.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Repair ‘TWIST LOCK’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘END BRAKE COCK’.
17.12.1991 Repair ‘END HOSE’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1992 Repair ‘BRAKE BLOCK RB95’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘TWIST LOCK’.
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25.02.1992 Repair ‘WHEEL SET’.
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘TWIST LOCK’.
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘BRAKE BLOCK RB95’.
01.03.1994 Repair ‘CARD OR CLIP HOLDER’.
01.03.1994 Repair ‘COUPLER COMPLETE’.
01.03.1994 Repair ‘COUPLER KNUCKLE’.
01.03.1994 Repair ‘END BRAKE COCK’.
01.03.1994 Repair ‘END BRAKE COCK’.
01.03.1994 Repair ‘END HOSE’.
01.03.1994 Repair ‘TWIST LOCK’.
01.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1996 Repair ‘BRAKE BLOCK RB95’.
24.09.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1996 Repair ‘BRAKE BLOCK RB95’.
26.11.1996 Repair ‘BRAKE PULL ROD’.

QL 27

Details: wagon ‘QL 27 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ
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Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 30.04.1997
Last Single Car Test: 15.06.1994
Last Lift: 31.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘COUPLER COMPLETE’.
26.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1989 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1991 Repair ‘WHEEL SET’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
14.07.1992 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.06.1994 Repair ‘BOGIE COMPLETE’.
14.06.1994 Repair ‘COUPLER COMPLETE’.
14.06.1994 Repair ‘TWIST LOCK’.
14.06.1994 Repair ‘WHEEL SET’.
12.03.1997 Repair ‘BRAKE PULL ROD’.
30.04.1997 Repair ‘COUPLER KNUCKLE’.
30.04.1997 Repair ‘WHEEL SET’.
30.04.1997 Issued at location ‘East Tamar Junction’

QL 28

Details: wagon ‘QL 28 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 06.01.1994
Last Brake Cylinder: 23.11.1990
Last Single Car Test: 22.02.1994
Last Lift: 03.08.1981

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.10.1990 Repair ‘BRAKE BLOCK RB95’.
29.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE ADAPTER’.
23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘COUPLER COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1990 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE ADAPTER’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘BRAKE BLOCK OTHER’.
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Repair ‘COUPLER COMPLETE’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘WHEEL SET’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Repair ‘BRAKE BLOCK RB95’.
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03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QL 29

Details: wagon ‘QL 29 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 22.04.1997
Last Single Car Test: 17.11.1993
Last Lift: 29.11.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

03.01.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1990 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘TWIST LOCK’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRANCH PIPE’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
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27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘BRAKE PULL ROD’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘END BRAKE COCK’.
27.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1992 Repair ‘END BRAKE COCK’.
20.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘TWIST LOCK’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘BRAKE PIN’.
17.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘LASHING POINT’.
17.11.1993 Repair ‘LASHING POINT’.
24.02.1994 Repair ‘TWIST LOCK’.
24.02.1994 Repair ‘TWIST LOCK’.
13.11.1996 Repair ‘WHEEL SET’.
22.04.1997 Repair ‘BRAKE PULL ROD’.

QL 30

Details: wagon ‘QL 30 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX AQNA
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 12.11.1993
Due Triple Valve: 05.03.1994
Last Brake Cylinder: 05.03.1993
Last Single Car Test: 22.02.1994
Last Lift: 11.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.10.1990 Repair ‘BRAKE LEVER’.
22.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
05.03.1993 Repair ‘END BRAKE COCK’.
05.03.1993 Repair ‘END HOSE’.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘TRAIN PIPE’.
05.03.1993 Repair ‘TWIST LOCK’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BOGIE COMPLETE’.
12.07.1993 Repair ‘COUPLER COMPLETE’.
12.07.1993 Repair ‘COUPLER KNUCKLE’.
12.07.1993 Repair ‘TWIST LOCK’.
12.07.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1993 Repair ‘BRAKE PIN’.
21.10.1993 Repair ‘CARD OR CLIP HOLDER’.
21.10.1993 Repair ‘TWIST LOCK’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘TWIST LOCK’.
12.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QL 31

Details: wagon ‘QL 31 F’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 18.04.1997
Last Single Car Test: 04.06.1993
Last Lift: 13.10.1983

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘COUPLER COMPLETE’.
17.07.1989 Repair ‘SIDE BEARER’.
17.07.1989 Repair ‘TWIST LOCK’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘END BRAKE COCK’.
01.03.1990 Repair ‘END BRAKE COCK’.
01.03.1990 Repair ‘END HOSE’.
01.03.1990 Repair ‘TRAIN PIPE (END)’.
01.03.1990 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
04.06.1993 Repair ‘COUPLER COMPLETE’.
04.06.1993 Repair ‘END BRAKE COCK’.
18.04.1997 Repair ‘COUPLER KNUCKLE’.
18.04.1997 Repair ‘WHEEL SET’.

QL 32

Details: wagon ‘QL 32 Y’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W122
Date Built: 01.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FV
BSG Code: FTQQ

Capacity of 48 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 08.05.1996
Last Triple Valve: 10.05.1996
Last Single Car Test: 10.11.1993
Last Lift: 06.01.1984

05.05.1988 Alteration complete ‘RECLASSIFY FV CLASS WAGONS TO QL CLASS
(2101)’. New class: ‘QL’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Repair ‘WHEEL SET’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘END BRAKE COCK’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1993 Repair ‘BOGIE COMPLETE’.
25.01.1993 Repair ‘BRAKE BLOCK RB95’.
25.01.1993 Repair ‘COUPLER COMPLETE’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘WHEEL SET’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1993 Repair ‘BOGIE COMPLETE’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘TWIST LOCK’.
17.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘COUPLER COMPLETE’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

2.600 Wagon classification starting with ‘QM’

QM 1

Details: wagon ‘QM 1 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 12.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FR
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 21.04.1997
Last Single Car Test: 01.07.1996
Last Lift: 21.07.1983
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01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘END BRAKE COCK’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRAKE PIN’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Repair ‘STEP’.
16.01.1992 Repair ‘TRAIN PIPE’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘WHEEL SET’.
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
06.07.1992 Repair ‘COUPLER KNUCKLE’.
06.07.1992 Repair ‘STEP’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘COUPLER COMPLETE’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘WHEEL SET’.
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1994 Repair ‘BRAKE LEVER’.
10.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1995 Repair ‘BRAKE BLOCK RB95’.
10.01.1995 Repair ‘BRAKE CONTROL PIPE’.
10.01.1995 Repair ‘END HOSE’.
10.01.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1995 Repair ‘WHEEL SET’.
27.06.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1997 Repair ‘BOGIE SPRING’.
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QM 4

Details: wagon ‘QM 4 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 12.01.1973
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 12.11.1996
Last Single Car Test: 08.02.1996
Last Lift: 31.08.1983
Cont Connector Type:] P
Cont Max Slots: 2

01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 4 J’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE BLOCK RB95’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 4 J’
04.02.1991 Repair ‘UNDERFRAME COMPLETE’.
04.02.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FR 4 J’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE BLOCK RB95’.
13.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1991 Repair ‘WHEEL SET’.
13.03.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FR 4 J’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.03.1991 Repair ‘BRAKE PIN’.
20.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE COMPLETE’.
17.05.1993 Repair ‘BRAKE BLOCK RB95’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE SPRING’.
06.10.1993 Repair ‘BOGIE SPRING’.
06.10.1993 Repair ‘TRAIN PIPE’.
06.10.1993 Repair ‘TRAIN PIPE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘END BRAKE COCK’.
06.12.1993 Repair ‘TWIST LOCK’.
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘WHEEL SET’.
12.09.1994 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1996 Repair ‘BOGIE COMPLETE’.

QM 5

Details: wagon ‘QM 5 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 16.02.1973
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 15.05.1996
Last Single Car Test: 30.03.1995
Last Lift: 07.09.1983
Cont Connector Type:] P
Cont Max Slots: 2

01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

08.01.1991 Repair ‘BOGIE COMPLETE’.
08.01.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FR 5 S’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘BRANCH PIPE’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘TWIST LOCK’.
24.03.1993 Repair ‘BRAKE PULL ROD’.
24.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘BOGIE SPRING’.
11.05.1994 Repair ‘BRAKE BLOCK RB95’.
11.05.1994 Repair ‘BRAKE PULL ROD’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1994 Repair ‘WHEEL SET’.
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30.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1995 Repair ‘BRAKE BLOCK RB95’.
30.03.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1996 Repair ‘BRAKE BLOCK RB95’.
15.05.1996 Repair ‘BRAKE FULCRUM BRACKET’.

QM 6

Details: wagon ‘QM 6 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: W127
Date Built: 06.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FR
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 15.03.1997
Last Single Car Test: 17.03.1997
Last Lift: 07.12.1983
Cont Connector Type:] P
Cont Max Slots: 2

01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘BOGIE SPRING’.
17.08.1989 Repair ‘BRANCH PIPE’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘LASHING POINT’.
17.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 6 E’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘FR 6 E’
11.09.1991 Repair ‘VEHICLE CHECK LETTER ADDED’.
11.09.1991 Repair ‘VEHICLE RECLASSIFY’.
11.09.1991 Repair ‘VEHICLE RETARE’.
11.09.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FR 6 E’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1991 Repair ‘TWIST LOCK’.
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘COUPLER COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
21.12.1992 Repair ‘BRAKE BLOCK RB95’.
21.12.1992 Repair ‘COUPLER COMPLETE’.
21.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1992 Repair ‘WHEEL SET’.
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1993 Repair ‘COUPLER COMPLETE’.
18.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1995 Repair ‘WHEEL SET’.
15.03.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QM 7

Details: wagon ‘QM 7 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 04.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FR;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA
Return to Service Date: 18.07.1995
Last Single Car Test: 24.06.1993
Last Lift: 01.09.1983

09.11.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘WHEEL SET’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE BLOCK RB95’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘COUPLER COMPLETE’.
02.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BOGIE COMPLETE’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘COUPLER COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘TWIST LOCK’.
18.07.1995 Repair ‘WHEEL SET’.

QM 8

Details: wagon ‘QM 8 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 15.9m
Tare Weight: 17.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 23.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FR
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 03.09.1996
Last Single Car Test: 30.08.1994
Last Lift: 09.09.1983

01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE SPRING’.
03.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘COUPLER KNUCKLE’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
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16.11.1993 Repair ‘TWIST LOCK’.
29.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1994 Repair ‘BRAKE LEVER’.
29.08.1994 Repair ‘BRAKE PULL ROD’.
29.08.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1995 Repair ‘TRAIN PIPE’.
03.09.1996 Repair ‘BRAKE BLOCK RB95’.
03.09.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QM 9

Details: wagon ‘QM 9 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: W127
Date Built: 16.02.1973
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 28.02.1997
Last Single Car Test: 17.06.1996
Last Lift: 15.12.1983

01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘BRAKE PULL ROD’.
28.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 9 X’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘COUPLER COMPLETE’.
04.10.1989 Repair ‘HANDRAILS’.
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04.10.1989 Repair ‘LASHING POINT’.
04.10.1989 Repair ‘STEP’.
04.10.1989 Repair ‘TWIST LOCK’.
04.10.1989 Repair ‘TWIST LOCK’.
04.10.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
04.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 9 X’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘BRAKE LEVER’.
12.06.1991 Repair ‘BRAKE PULL ROD’.
12.06.1991 Repair ‘COUPLER COMPLETE’.
12.06.1991 Repair ‘WHEEL SET’.
12.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘TWIST LOCK’.
09.07.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘FR 9 X’
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 9 X’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE PIN’.
25.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1991 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 9 X’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE COMPLETE’.
10.03.1992 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Repair ‘BRAKE PIN’.
10.03.1992 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘BRAKE CONTROL PIPE’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
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16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
13.11.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
17.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1996 Repair ‘COUPLER KNUCKLE’.
17.06.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 9 X’
28.02.1997 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1997 Repair ‘VEHICLE RECLASSIFY’.
28.02.1997 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 9 X’

QM 10

Details: wagon ‘QM 10 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 12.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FR
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 27.09.1996
Last Triple Valve: 05.03.1991
Last Single Car Test: 03.07.1996
Last Lift: 15.12.1983
Cont Connector Type:] P
Cont Max Slots: 2
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01.03.1988 Alteration complete ‘RECLASSIFY FR TO QM CLASS WAGON. (2100)’.
Length Over Headstocks: ‘15.9m’. Tare Weight: ‘19tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘QM’.
Intended use: ‘CONTAINERS’. Capacity: ‘37T.’

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘BRAKE PULL ROD’.
01.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 10 E’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Repair ‘COUPLER COMPLETE’.
16.02.1990 Repair ‘WHEEL SET’.
16.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 10 E’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE BLOCK RB95’.
27.09.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FR 10 E’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE PIN’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Repair ‘TWIST LOCK’.
05.03.1991 Repair ‘VEHICLE RECLASSIFY’.
05.03.1991 Repair ‘VEHICLE STENCILS’.
05.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FR 10 E’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE COMPLETE’.
14.12.1992 Repair ‘BRAKE BLOCK RB95’.
14.12.1992 Repair ‘BRAKE LEVER’.
14.12.1992 Repair ‘COUPLER COMPLETE’.
14.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1992 Repair ‘TRAIN PIPE’.
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Repair ‘WHEEL SET’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1993 Repair ‘BRAKE BLOCK RB95’.
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12.11.1993 Repair ‘COUPLER COMPLETE’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘BOGIE SIDEFRAME’.
13.12.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1993 Repair ‘COUPLER COMPLETE’.
13.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Repair ‘STEP’.
13.12.1993 Repair ‘TWIST LOCK’.
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1994 Repair ‘BOGIE COMPLETE’.
29.03.1994 Repair ‘BRAKE BLOCK RB95’.
29.03.1994 Repair ‘BRAKE LEVER’.
29.03.1994 Repair ‘COUPLER COMPLETE’.
29.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1994 Repair ‘TWIST LOCK’.
26.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1994 Repair ‘BOGIE COMPLETE’.
26.09.1994 Repair ‘BRAKE BLOCK RB95’.
26.09.1994 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1994 Repair ‘COUPLER COMPLETE’.
26.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1994 Repair ‘TWIST LOCK’.
03.08.1995 Repair ‘BRAKE BLOCK RB95’.
20.11.1995 Repair ‘BRAKE BLOCK RB95’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1996 Repair ‘BRAKE BLOCK RB95’.
02.07.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.

QM 11

Details: wagon ‘QM 11 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 17.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
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Date Built: 02.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQRY;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA
Return to Service Date: 20.03.1996
Last Single Car Test: 21.03.1996
Last Lift: 05.01.1983

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BOLSTER’.
29.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1989 Repair ‘BRAKE PULL ROD’.
29.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Repair ‘LASHING POINT’.
29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1989 Repair ‘VEHICLE RETARE’.
29.08.1989 Repair ‘WHEEL SET’.
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRANCH PIPE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Repair ‘TWIST LOCK’.
15.01.1992 Repair ‘TWIST LOCK’.
06.05.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
14.07.1992 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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11.12.1992 Repair ‘BRAKE BLOCK RB95’.
11.12.1992 Repair ‘BRAKE PIN’.
11.12.1992 Repair ‘BRAKE PULL ROD’.
11.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Repair ‘STEP’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1992 Repair ‘WHEEL SET’.
27.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1994 Repair ‘BOGIE COMPLETE’.
27.10.1994 Repair ‘BRAKE PIN’.
27.10.1994 Repair ‘COUPLER COMPLETE’.
20.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QM 12

Details: wagon ‘QM 12 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 18.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 04.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQRY;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 20.09.1996
Last Single Car Test: 24.09.1996
Last Lift: 20.05.1982

25.02.1988 Alteration complete ‘RECLASSIFY AQRY3266B TO QM12A(TASMANIAN
WAGON)-1067MM GAUGE. (RS4265)’. Length Over Headstocks: ‘15.9m’. Tare
Weight: ‘18.3tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S+B/N’.
Bogie Configuration: ‘2X2’. New class: ‘QM’. Intended use: ‘CONTAINERS’.
Capacity: ‘37T.’

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
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29.08.1989 Repair ‘COUPLER COMPLETE’.
29.08.1989 Repair ‘LASHING POINT’.
29.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘COUPLER COMPLETE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BRAKE CONTROL PIPE’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1992 Repair ‘COUPLER COMPLETE’.
04.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘TRAIN PIPE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘TWIST LOCK’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘TWIST LOCK’.
19.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1994 Repair ‘BOGIE COMPLETE’.
19.07.1994 Repair ‘BRAKE BLOCK RB95’.
19.07.1994 Repair ‘COUPLER COMPLETE’.
19.07.1994 Repair ‘TWIST LOCK’.
19.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1995 Repair ‘BRAKE CONTROL PIPE’.
13.01.1995 Repair ‘END BRAKE COCK’.
13.01.1995 Repair ‘TWIST LOCK’.
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13.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1995 Repair ‘WHEEL SET’.
08.12.1995 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1996 Repair ‘TRAIN PIPE’.
20.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1996 Repair ‘BRAKE BLOCK RB95’.
20.09.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QM 13

Details: wagon ‘QM 13 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 18.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 09.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQRY;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Fleet Grp Code: NA
Return to Service Date: 29.06.1996
Last Triple Valve: 08.09.1992
Last Single Car Test: 01.07.1996
Last Lift: 14.08.1986

08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE SPRING’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘BRAKE PIN’.
08.09.1992 Repair ‘BRAKE PULL ROD’.
08.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.09.1992 Repair ‘END BRAKE COCK’.
08.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1992 Repair ‘TRAIN PIPE (END)’.
08.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.07.1993 Repair ‘BOGIE COMPLETE’.
12.07.1993 Repair ‘BRAKE BLOCK RB95’.
12.07.1993 Repair ‘COUPLER COMPLETE’.
12.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1993 Repair ‘TWIST LOCK’.
12.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘TWIST LOCK’.
30.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1994 Repair ‘BOGIE COMPLETE’.
30.09.1994 Repair ‘BRAKE BLOCK RB95’.
30.09.1994 Repair ‘COUPLER COMPLETE’.
30.09.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1994 Repair ‘WHEEL SET’.
22.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1996 Repair ‘BRANCH PIPE’.
27.06.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QM 14

Details: wagon ‘QM 14 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 19.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 05.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQRY;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA
Return to Service Date: 20.09.1996
Last Single Car Test: 20.09.1996
Last Lift: 02.06.1982

27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘BRAKE BLOCK RB95’.
27.01.1993 Repair ‘COUPLER COMPLETE’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘WHEEL SET’.
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘BRAKE LEVER’.
29.09.1993 Repair ‘BRAKE PIN’.
29.09.1993 Repair ‘BRAKE PULL ROD’.
29.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘WHEEL SET’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘TRAIN PIPE’.
12.09.1994 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1996 Repair ‘WHEEL SET’.
19.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QM 15

Details: wagon ‘QM 15 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $12780
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W127
Date Built: 12.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQRY;LOW LEVEL
BSG Code: FTQQ

Capacity of 37 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NA
Return to Service Date: 18.11.1994
Due Triple Valve: 13.11.1996
Last Single Car Test: 18.11.1994
Last Lift: 26.05.1987

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘END BRAKE COCK’.
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘TRAIN PIPE’.
24.10.1991 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘WHEEL SET’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1993 Repair ‘BOGIE COMPLETE’.
12.07.1993 Repair ‘TWIST LOCK’.
12.07.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘STEP’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘COUPLER COMPLETE’.
16.12.1993 Repair ‘TWIST LOCK’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1994 Repair ‘BOGIE COMPLETE’.
18.11.1994 Repair ‘COUPLER COMPLETE’.
18.11.1994 Repair ‘COUPLER KNUCKLE’.
18.11.1994 Repair ‘TWIST LOCK’.
18.11.1994 Repair ‘TWIST LOCK’.
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2.601 Wagon classification starting with ‘QN’

QN 1

Details: wagon ‘QN 1 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 23.07.1996
Last Triple Valve: 24.07.1996
Last Brake Cylinder: 21.11.1989
Last Single Car Test: 24.07.1996
Cont Connector Type:] P
Cont Max Slots: 2

26.11.1987 Reclassified from wagon ‘QN 1 X’ to ’ wagon ‘HQ 1 F’.
10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘COUPLER COMPLETE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
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09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘AXLEBOX’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘BRAKE CONTROL PIPE’.
18.04.1991 Repair ‘COUPLER COMPLETE’.
18.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘VEHICLE STENCILS’.
09.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘COUPLER COMPLETE’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘HANDBRAKE HANDLE’.
01.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.05.1992 Repair ‘TRAIN PIPE’.
01.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 25 X’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

24.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Repair ‘VEHICLE RENUMBERED’.
24.10.1994 Repair ‘VEHICLE RETARE’.
24.10.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 25 X’
13.06.1995 Repair ‘LASHING POINT’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
12.04.1996 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1996 Repair ‘TWIST LOCK’.
23.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

QN 2

Details: wagon ‘QN 2 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 01.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 02.09.1996
Last Triple Valve: 22.02.1994
Last Single Car Test: 08.02.1996
Last Lift: 31.01.1984
Cont Connector Type:] P
Cont Max Slots: 2
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01.03.1988 Reclassified from wagon ‘QN 2 R’ to ’ wagon ‘HQ 2 Y’.
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COUPLER COMPLETE’.
28.07.1989 Repair ‘LASHING POINT’.
28.07.1989 Repair ‘SIDE SILL’.
28.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 134 Y’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 134 Y’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 134 Y’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRANCH PIPE’.
13.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.12.1990 Repair ‘COUPLER COMPLETE’.
13.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 134 Y’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB95’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 134 Y’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘BRANCH PIPE’.
15.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1993 Repair ‘LASHING POINT’.
15.11.1993 Repair ‘VEHICLE STENCILS’.
15.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 134 Y’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE PULL ROD’.
17.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FE 134 Y’
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘END BRAKE COCK’.
10.05.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 134 Y’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

22.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1995 Repair ‘VEHICLE RECLASSIFY’.
22.03.1995 Repair ‘VEHICLE RENUMBERED’.
22.03.1995 Repair ‘VEHICLE RETARE’.
22.03.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 134 Y’
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1996 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
29.07.1996 Repair ‘COUPLER COMPLETE’.
29.07.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1996 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1996 Repair ‘COUPLER COMPLETE’.

QN 3

Details: wagon ‘QN 3 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.12.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 13.12.1996
Last Triple Valve: 17.12.1996
Last Brake Cylinder: 02.04.1996
Last Single Car Test: 29.03.1995
Cont Connector Type:] P
Cont Max Slots: 2

06.04.1987 Reclassified from wagon ‘QN 3 D’ to ’ wagon ‘HQ 3 A’.
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘LASHING POINT’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 66 D’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘LASHING POINT’.
02.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRANCH PIPE’.
05.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘COUPLER COMPLETE’.
16.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1990 Repair ‘SIDE MEMBER’.
16.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Repair ‘WHEEL SET’.
22.06.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
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04.05.1993 Repair ‘BRAKE PIN’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
04.05.1993 Repair ‘LASHING POINT’.
04.05.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘COUPLER COMPLETE’.
02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘HANDBRAKE HANDLE’.
02.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

29.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Repair ‘VEHICLE RENUMBERED’.
29.03.1995 Repair ‘VEHICLE RETARE’.
29.03.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 66 D’
25.05.1995 Repair ‘LASHING POINT’.
25.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 66 D’
18.10.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
22.03.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1996 Repair ‘BRAKE BLOCK RB95’.
09.12.1996 Repair ‘BRAKE PIN’.
09.12.1996 Repair ‘BRAKE PULL ROD’.
09.12.1996 Repair ‘WHEEL SET’.
13.12.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.12.1996 Repair ‘COUPLER KNUCKLE’.
13.12.1996 Repair ‘WHEEL SET’.

QN 4

Details: wagon ‘QN 4 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $13010
Date Built: 11.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 06.06.1996
Last Brake Cylinder: 27.07.1989
Last Single Car Test: 06.06.1996
Cont Connector Type:] P
Cont Max Slots: 2

27.11.1987 Reclassified from wagon ‘QN 4 M’ to ’ wagon ‘HQ 4 J’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘BRANCH PIPE’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘TRAIN PIPE’.
09.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘END HOSE’.
04.02.1991 Repair ‘STANCHION’.
04.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRAKE PIN’.
15.02.1991 Repair ‘BRAKE PULL ROD’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘COUPLER COMPLETE’.
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12.06.1991 Repair ‘LASHING POINT’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘BRAKE BLOCK RB95’.
24.09.1991 Repair ‘BRAKE PULL ROD’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘LASHING POINT’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Repair ‘WHEEL SET’.
24.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE COMPLETE’.
02.11.1993 Repair ‘COUPLER COMPLETE’.
02.11.1993 Repair ‘END BRAKE COCK’.
02.11.1993 Repair ‘SIDE MEMBER’.
02.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘SIDE COMPLETE’.
03.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
08.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1994 Repair ‘BOGIE COMPLETE’.
08.08.1994 Repair ‘BRAKE BLOCK RB95’.
08.08.1994 Repair ‘BRAKE PIN’.
08.08.1994 Repair ‘COUPLER COMPLETE’.
08.08.1994 Repair ‘GRADE CONTROL VALVE’.
08.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 97 N’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
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‘36T.’
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Repair ‘VEHICLE RENUMBERED’.
04.04.1995 Repair ‘VEHICLE RETARE’.
04.04.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 97 N’
13.06.1995 Repair ‘LASHING POINT’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
06.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1996 Repair ‘END BRAKE COCK’.
06.06.1996 Repair ‘TWIST LOCK’.

QN 5

Details: wagon ‘QN 5 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 04.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 11.07.1995
Last Triple Valve: 01.05.1990
Last Single Car Test: 10.04.1995
Cont Connector Type:] P
Cont Max Slots: 2

01.03.1988 Reclassified from wagon ‘QN 5 V’ to ’ wagon ‘HQ 5 S’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘COUPLER COMPLETE’.
02.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.10.1989 Repair ‘LASHING POINT’.
02.10.1989 Repair ‘TRAIN PIPE (END)’.
02.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 53 Y’
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30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 53 Y’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘BRANCH PIPE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 53 Y’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE COMPLETE’.
01.05.1990 Repair ‘BRANCH PIPE’.
01.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 53 Y’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘DOOR COMPLETE’.
11.07.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 53 Y’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘COUPLER COMPLETE’.
08.10.1991 Repair ‘END BRAKE COCK’.
08.10.1991 Repair ‘END HOSE’.
08.10.1991 Repair ‘LASHING POINT’.
08.10.1991 Repair ‘TRAIN PIPE (END)’.
08.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 53 Y’
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘COUPLER KNUCKLE’.
08.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
08.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 53 Y’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

10.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Repair ‘VEHICLE RENUMBERED’.
10.04.1995 Repair ‘VEHICLE RETARE’.
10.04.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 53 Y’
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11.07.1995 Repair ‘LASHING POINT’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 6

Details: wagon ‘QN 6 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 16.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 13.12.1996
Last Triple Valve: 23.08.1990
Last Single Car Test: 13.03.1996
Cont Connector Type:] P
Cont Max Slots: 2

09.03.1987 Reclassified from wagon ‘QN 6 H’ to ’ wagon ‘HQ 6 E’.
09.03.1987 Reclassified from wagon ‘QN 6 H’ to ’ wagon ‘HR 6 G’.
04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘LASHING POINT’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
04.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE COMPLETE’.
14.05.1990 Repair ‘BRANCH PIPE’.
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.05.1990 Repair ‘COUPLER COMPLETE’.
14.05.1990 Repair ‘END BRAKE COCK’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
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03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘LASHING POINT’.
03.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.08.1990 Repair ‘COUPLER COMPLETE’.
23.08.1990 Repair ‘LASHING POINT’.
23.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1991 Repair ‘HANDBRAKE HANDLE’.
23.08.1991 Repair ‘WHEEL SET’.
23.08.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘STANCHION’.
29.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘COUPLER COMPLETE’.
05.03.1993 Repair ‘LASHING POINT’.
05.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘BRAKE PIN’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘STANCHION’.
07.05.1994 Repair ‘WHEEL SET’.
07.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 159 G’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

12.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Repair ‘VEHICLE RENUMBERED’.
12.04.1995 Repair ‘VEHICLE RETARE’.
12.04.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 159 G’
10.07.1995 Repair ‘LASHING POINT’.
12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1996 Repair ‘BRAKE BLOCK RB95’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
13.12.1996 Repair ‘BRAKE BLOCK RB95’.
13.12.1996 Repair ‘TRAIN PIPE (END)’.

QN 7

Details: wagon ‘QN 7 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 10.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 04.12.1996
Last Triple Valve: 24.11.1988
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 28.04.1995
Cont Connector Type:] P
Cont Max Slots: 2

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘CENTRE SILL’.
08.05.1990 Repair ‘COUPLER COMPLETE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘SIDE COMPLETE’.
08.05.1990 Repair ‘TRAIN PIPE’.
08.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Repair ‘BRAKE PULL ROD’.
10.12.1990 Repair ‘BRANCH PIPE’.
10.12.1990 Repair ‘COUPLER COMPLETE’.
10.12.1990 Repair ‘COUPLER KNUCKLE’.
10.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Repair ‘BRAKE BLOCK RB95’.
12.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1991 Repair ‘COUPLER COMPLETE’.
12.08.1991 Repair ‘WHEEL SET’.
12.08.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
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04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BRAKE PIN’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.08.1992 Repair ‘BRANCH PIPE’.
07.08.1992 Repair ‘COUPLER COMPLETE’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘BRAKE PULL ROD’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘HANDBRAKE HANDLE’.
09.02.1994 Repair ‘WHEEL SET’.
09.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 10 B’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

28.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Repair ‘VEHICLE RENUMBERED’.
28.04.1995 Repair ‘VEHICLE RETARE’.
28.04.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 10 B’
25.05.1995 Repair ‘LASHING POINT’.
19.06.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
04.12.1996 Repair ‘BRAKE PULL ROD’.
04.12.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1996 Repair ‘WHEEL SET’.

QN 8

Details: wagon ‘QN 8 C’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 11.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 13.06.1995
Last Triple Valve: 06.03.1991
Last Single Car Test: 28.04.1995
Cont Connector Type:] P
Cont Max Slots: 2

26.07.1989 Repair ‘STANCHION’.
26.07.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 35 Q’
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 35 Q’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE COMPLETE’.
12.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.01.1990 Repair ‘COUPLER COMPLETE’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘END BRAKE COCK’.
06.03.1991 Repair ‘LASHING POINT’.
06.03.1991 Repair ‘STANCHION’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
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06.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 35 Q’

21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘LASHING POINT’.
21.03.1991 Repair ‘STANCHION’.
21.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘LASHING POINT’.
04.06.1991 Repair ‘SIDE BEARER’.
04.06.1991 Repair ‘WHEEL SET’.
04.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘COUPLER COMPLETE’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘TRAIN PIPE’.
12.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘END BRAKE COCK’.
23.09.1993 Repair ‘END HOSE’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘WHEEL SET’.
23.09.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE COMPLETE’.
15.11.1993 Repair ‘COUPLER COMPLETE’.
15.11.1993 Repair ‘END BRAKE COCK’.
15.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
10.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1994 Repair ‘BOGIE COMPLETE’.
10.08.1994 Repair ‘BRAKE BLOCK RB95’.
10.08.1994 Repair ‘COUPLER COMPLETE’.
10.08.1994 Repair ‘END HOSE’.
10.08.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
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19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE
CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

28.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Repair ‘VEHICLE RENUMBERED’.
28.04.1995 Repair ‘VEHICLE RETARE’.
28.04.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 35 Q’
13.06.1995 Repair ‘LASHING POINT’.
13.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 35 Q’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 9

Details: wagon ‘QN 9 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 09.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: ES FE59;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 03.10.1996
Last Triple Valve: 20.12.1995
Last Single Car Test: 08.02.1996
Cont Connector Type:] P
Cont Max Slots: 2

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1989 Repair ‘STANCHION’.
29.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 59 W’
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08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRAKE CONTROL PIPE’.
08.02.1990 Repair ‘STANCHION’.
08.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 59 W’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘COUPLER COMPLETE’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘STANCHION’.
19.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 59 W’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘LASHING POINT’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
06.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 59 W’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
16.10.1991 Repair ‘COUPLER COMPLETE’.
16.10.1991 Repair ‘STANCHION’.
16.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 59 W’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘BRAKE PIN’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘LASHING POINT’.
02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 59 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

09.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Repair ‘VEHICLE RENUMBERED’.
09.05.1995 Repair ‘VEHICLE RETARE’.
09.05.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 59 W’
19.12.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
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08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
03.10.1996 Repair ‘BRAKE PIN’.
03.10.1996 Repair ‘BRANCH PIPE’.
03.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QN 10

Details: wagon ‘QN 10 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 13.04.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE77;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 04.07.1995
Last Brake Cylinder: 01.02.1990
Last Single Car Test: 09.05.1995
Last Lift: 12.08.1982
Cont Connector Type:] P
Cont Max Slots: 2

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘COUPLER COMPLETE’.
27.07.1989 Repair ‘LASHING POINT’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
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01.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1990 Repair ‘STANCHION’.
01.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1990 Repair ‘BOGIE COMPLETE’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
26.02.1990 Repair ‘BRAKE PULL ROD’.
26.02.1990 Repair ‘COUPLER COMPLETE’.
26.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1990 Repair ‘WHEEL SET’.
26.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘COUPLER COMPLETE’.
04.09.1990 Repair ‘STANCHION’.
04.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB95’.
28.11.1990 Repair ‘BRANCH PIPE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘BRAKE BLOCK RB95’.
08.07.1992 Repair ‘COUPLER COMPLETE’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘STANCHION’.
08.07.1992 Repair ‘VEHICLE STENCILS’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
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01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘END BRAKE COCK’.
01.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 77 U’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

09.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Repair ‘VEHICLE RENUMBERED’.
09.05.1995 Repair ‘VEHICLE RETARE’.
09.05.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 77 U’
04.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 11

Details: wagon ‘QN 11 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FE99;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 22.05.1995
Last Brake Cylinder: 27.11.1989
Last Single Car Test: 22.05.1995
Last Lift: 06.08.1982
Cont Connector Type:] P
Cont Max Slots: 2

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
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04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘LASHING POINT’.
04.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 99 X’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘SIDE BEARER’.
01.11.1989 Repair ‘STANCHION’.
01.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 99 X’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘GRADE CONTROL VALVE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 99 X’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 99 X’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘LASHING POINT’.
04.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 99 X’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

22.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Repair ‘VEHICLE RENUMBERED’.
22.05.1995 Repair ‘VEHICLE RETARE’.
22.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 99 X’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
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QN 12

Details: wagon ‘QN 12 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 17.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX QN74;LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 06.06.1996
Last Brake Cylinder: 10.02.1989
Last Single Car Test: 06.06.1996
Cont Connector Type:] P
Cont Max Slots: 2

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1991 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1991 Repair ‘LASHING POINT’.
09.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 74 W’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘COUPLER COMPLETE’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 74 W’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BRAKE PIN’.
07.08.1991 Repair ‘COUPLER COMPLETE’.
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07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 74 W’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
05.05.1993 Repair ‘END HOSE’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 74 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

22.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Repair ‘VEHICLE RENUMBERED’.
22.05.1995 Repair ‘VEHICLE RETARE’.
22.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 74 W’
22.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 74 W’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
06.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1996 Repair ‘END BRAKE COCK’.
06.06.1996 Repair ‘TWIST LOCK’.

QN 13

Details: wagon ‘QN 13 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 29.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
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BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 26.10.1995
Due Triple Valve: 28.07.1989
Last Triple Valve: 20.07.1990
Last Brake Cylinder: 27.10.1995
Last Single Car Test: 26.05.1995

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER COMPLETE’.
05.07.1989 Repair ‘LASHING POINT’.
05.07.1989 Repair ‘VEHICLE STENCILS’.
05.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Repair ‘STANCHION’.
10.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE COMPLETE’.
20.07.1990 Repair ‘BRANCH PIPE’.
20.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
20.07.1990 Repair ‘COUPLER COMPLETE’.
20.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1990 Repair ‘SIDE BEARER’.
20.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘COUPLER COMPLETE’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘STANCHION’.
15.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE COMPLETE’.
17.07.1991 Repair ‘COUPLER COMPLETE’.
17.07.1991 Repair ‘END BRAKE COCK’.
17.07.1991 Repair ‘LASHING POINT’.
17.07.1991 Repair ‘STANCHION’.
17.07.1991 Repair ‘VEHICLE STENCILS’.

11461



2. TIMS GROUP INFORMATION - WAGONS

17.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 11 K’

19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘COUPLER COMPLETE’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Repair ‘STANCHION’.
19.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

26.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Repair ‘VEHICLE RENUMBERED’.
26.05.1995 Repair ‘VEHICLE RETARE’.
26.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 11 K’
26.10.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 14

Details: wagon ‘QN 14 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 19.12.1972
Operating System: AN
Intended Use: CONTAINERS
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Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 29.08.1996
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 29.08.1996

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘LASHING POINT’.
03.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRANCH PIPE’.
18.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
18.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘BRANCH PIPE’.
31.07.1989 Repair ‘COUPLER COMPLETE’.
31.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 38 U’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘END BRAKE COCK’.
27.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BOGIE SPRING’.
16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘LASHING POINT’.
06.05.1992 Repair ‘WHEEL SET’.
06.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK RB95’.
10.12.1992 Repair ‘COUPLER COMPLETE’.
10.12.1992 Repair ‘LASHING POINT’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘COUPLER COMPLETE’.
06.08.1993 Repair ‘LASHING POINT’.
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Repair ‘WHEEL SET’.
06.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

26.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Repair ‘VEHICLE RENUMBERED’.
26.05.1995 Repair ‘VEHICLE RETARE’.
26.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 38 U’
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
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28.08.1996 Repair ‘COUPLER COMPLETE’.
28.08.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 15

Details: wagon ‘QN 15 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 23.11.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 06.06.1996
Last Brake Cylinder: 27.02.1991
Last Single Car Test: 06.06.1996
Last Lift: 20.02.1984

03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE COMPLETE’.
03.09.1990 Repair ‘BRANCH PIPE’.
03.09.1990 Repair ‘COUPLER COMPLETE’.
03.09.1990 Repair ‘SIDE MEMBER’.
03.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘END HOSE’.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1991 Repair ‘TRAIN PIPE (END)’.
26.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE CONTROL PIPE’.
13.05.1991 Repair ‘BRANCH PIPE’.
13.05.1991 Repair ‘COUPLER COMPLETE’.
13.05.1991 Repair ‘TRAIN PIPE’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘END BRAKE COCK’.
21.01.1992 Repair ‘END HOSE’.
21.01.1992 Repair ‘TRAIN PIPE (END)’.
21.01.1992 Repair ‘TRAIN PIPE’.
21.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COUPLER COMPLETE’.
01.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘COUPLER COMPLETE’.
21.08.1992 Repair ‘SIDE SILL’.
21.08.1992 Repair ‘TRAIN PIPE (END)’.
21.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

05.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1995 Repair ‘VEHICLE RECLASSIFY’.
05.06.1995 Repair ‘VEHICLE RENUMBERED’.
05.06.1995 Repair ‘VEHICLE RENUMBERED’.
05.06.1995 Repair ‘VEHICLE RETARE’.
05.06.1995 Repair ‘VEHICLE RETARE’.
05.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 190 D’
16.06.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1995 Repair ‘BRAKE PULL ROD’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
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06.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1996 Repair ‘END BRAKE COCK’.
06.06.1996 Repair ‘TWIST LOCK’.

QN 16

Details: wagon ‘QN 16 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 30.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 07.06.1996
Last Brake Cylinder: 30.07.1993
Last Single Car Test: 07.06.1996

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Repair ‘END HOSE’.
20.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1989 Repair ‘LASHING POINT’.
20.07.1989 Repair ‘TRAIN PIPE (END)’.
20.07.1989 Repair ‘TRAIN PIPE’.
20.07.1989 Repair ‘VEHICLE STENCILS’.
20.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘COUPLER COMPLETE’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
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08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘COUPLER COMPLETE’.
08.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘END BRAKE COCK’.
24.04.1991 Repair ‘TRAIN PIPE (END)’.
24.04.1991 Repair ‘VEHICLE STENCILS’.
24.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘LASHING POINT’.
25.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE COMPLETE’.
04.11.1991 Repair ‘COUPLER COMPLETE’.
04.11.1991 Repair ‘END BRAKE COCK’.
04.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
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30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER COMPLETE’.
07.02.1994 Repair ‘COUPLER KNUCKLE’.
07.02.1994 Repair ‘END BRAKE COCK’.
07.02.1994 Repair ‘END HOSE’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Repair ‘WHEEL SET’.
07.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE PULL ROD’.
09.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘END BRAKE COCK’.
09.05.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 169 Y’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

05.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1995 Repair ‘VEHICLE RECLASSIFY’.
05.06.1995 Repair ‘VEHICLE RENUMBERED’.
05.06.1995 Repair ‘VEHICLE RETARE’.
05.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 169 Y’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
07.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1996 Repair ‘TWIST LOCK’.

QN 17

Details: wagon ‘QN 17 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 23.06.1995
Last Brake Cylinder: 05.08.1993
Last Single Car Test: 23.06.1995

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘COUPLER COMPLETE’.
13.07.1989 Repair ‘LASHING POINT’.
13.07.1989 Repair ‘STANCHION’.
13.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 65 R’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1989 Repair ‘LASHING POINT’.
24.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 65 R’
13.10.1989 Repair ‘BRAKE BLOCK RB95’.
13.10.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FE 65 R’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘BRAKE BLOCK RB95’.
10.05.1991 Repair ‘COUPLER COMPLETE’.
10.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1991 Repair ‘STANCHION’.
10.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 65 R’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘STANCHION’.
03.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 65 R’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Repair ‘BRAKE PIN’.
06.03.1992 Repair ‘BRANCH PIPE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 65 R’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘BRANCH PIPE’.
04.08.1993 Repair ‘END HOSE’.
04.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 65 R’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

23.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Repair ‘VEHICLE RENUMBERED’.
23.06.1995 Repair ‘VEHICLE RETARE’.
23.06.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 65 R’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 18

Details: wagon ‘QN 18 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 19.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 30.08.1995
Last Brake Cylinder: 27.06.1991
Last Single Car Test: 23.06.1995
Last Lift: 25.11.1983

17.08.1989 Repair ‘BRAKE BLOCK RB95’.
17.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 56 S’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘GRADE CONTROL VALVE’.
27.10.1989 Repair ‘LASHING POINT’.
27.10.1989 Repair ‘STANCHION’.
27.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 56 S’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘SIDE COMPLETE’.
17.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 56 S’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘BRANCH PIPE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRANCH PIPE’.
02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Repair ‘END BRAKE COCK’.
02.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1990 Repair ‘STANCHION’.
02.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘STANCHION’.
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27.06.1991 Repair ‘VEHICLE STENCILS’.
27.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘BRANCH PIPE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘COUPLER COMPLETE’.
04.06.1992 Repair ‘LASHING POINT’.
04.06.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 56 S’
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘BRAKE PULL ROD’.
10.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘END BRAKE COCK’.
10.05.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 56 S’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

23.06.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Repair ‘VEHICLE RENUMBERED’.
23.06.1995 Repair ‘VEHICLE RETARE’.
23.06.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 56 S’
30.08.1995 Repair ‘WHEEL SET’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
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QN 19

Details: wagon ‘QN 19 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 03.08.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 03.07.1995
Due Triple Valve: 19.04.1992
Last Triple Valve: 19.04.1991
Last Brake Cylinder: 06.05.1994
Last Single Car Test: 03.07.1995

10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1990 Repair ‘BRANCH PIPE’.
10.09.1990 Repair ‘COUPLER COMPLETE’.
10.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1990 Repair ‘LASHING POINT’.
10.09.1990 Repair ‘TRAIN PIPE (END)’.
10.09.1990 Repair ‘TRAIN PIPE’.
10.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1990 Repair ‘VEHICLE STENCILS’.
10.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘BOGIE COMPLETE’.
12.01.1991 Repair ‘COUPLER COMPLETE’.
12.01.1991 Repair ‘COUPLER KNUCKLE’.
12.01.1991 Repair ‘LASHING POINT’.
12.01.1991 Repair ‘STANCHION’.
12.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
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19.04.1991 Repair ‘BRAKE CONTROL PIPE’.
19.04.1991 Repair ‘BRANCH PIPE’.
19.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
19.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
19.04.1991 Repair ‘COUPLER COMPLETE’.
19.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1991 Repair ‘SIDE SILL’.
19.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘BRAKE LEVER’.
13.06.1991 Repair ‘COUPLER COMPLETE’.
13.06.1991 Repair ‘SIDE BEARER’.
13.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1991 Repair ‘BRAKE LEVER’.
13.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1991 Repair ‘TRAIN PIPE (END)’.
13.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
13.12.1991 Repair ‘WHEEL SET’.
13.12.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘BRAKE PIN’.
22.01.1992 Repair ‘BRAKE PULL ROD’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘END BRAKE COCK’.
22.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE COMPLETE’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.02.1992 Repair ‘TRAIN PIPE’.
10.02.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
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04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE PIN’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘STANCHION’.
04.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1994 Repair ‘BOGIE COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER COMPLETE’.
05.05.1994 Repair ‘HANDBRAKE HANDLE’.
05.05.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 183 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

03.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Repair ‘VEHICLE RENUMBERED’.
03.07.1995 Repair ‘VEHICLE RETARE’.
03.07.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 183 W’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 20

Details: wagon ‘QN 20 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 16.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL
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Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 05.09.1995
Last Brake Cylinder: 31.03.1989
Last Single Car Test: 03.07.1995
Last Lift: 17.11.1983

26.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 57 E’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE COMPLETE’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘LASHING POINT’.
24.05.1990 Repair ‘STANCHION’.
24.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 57 E’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘BRAKE PIN’.
10.08.1990 Repair ‘BRAKE PULL ROD’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘END BRAKE COCK’.
10.08.1990 Repair ‘LASHING POINT’.
10.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 57 E’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘END SILL’.
22.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1991 Repair ‘STANCHION’.
22.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 57 E’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER COMPLETE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Repair ‘SIDE SHEET’.
18.12.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 57 E’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘BRAKE BLOCK RB95’.
22.04.1993 Repair ‘COUPLER COMPLETE’.
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22.04.1993 Repair ‘GRADE CONTROL VALVE’.
22.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 57 E’
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘COUPLER COMPLETE’.
07.08.1993 Repair ‘STANCHION’.
07.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 57 E’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

03.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Repair ‘VEHICLE RENUMBERED’.
03.07.1995 Repair ‘VEHICLE RETARE’.
03.07.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 57 E’
05.09.1995 Repair ‘WHEEL SET’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 21

Details: wagon ‘QN 21 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 16.03.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 29.04.1997
Last Brake Cylinder: 26.04.1989
Last Single Car Test: 30.04.1997
Last Lift: 18.10.1983
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18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘QN 40 X’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRANCH PIPE’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘LASHING POINT’.
25.07.1989 Repair ‘STANCHION’.
25.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 40 X’
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘QN 40 X’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE COMPLETE’.
01.11.1991 Repair ‘BRAKE BLOCK RB95’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 40 X’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘BRAKE BLOCK RB95’.
05.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.08.1992 Repair ‘COUPLER COMPLETE’.
05.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 40 X’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1993 Repair ‘BRAKE PIN’.
04.03.1993 Repair ‘BRAKE PULL ROD’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 40 X’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

04.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Repair ‘VEHICLE RENUMBERED’.
04.08.1995 Repair ‘VEHICLE RETARE’.
04.08.1995 Repair ‘VEHICLE RETARE’.
04.08.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QN 40 X’
04.08.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon
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‘QN 40 X’
10.11.1995 Repair ‘WHEEL SET’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
28.04.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 22

Details: wagon ‘QN 22 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 15.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 04.08.1995
Last Brake Cylinder: 06.06.1989
Last Single Car Test: 04.08.1995
Last Lift: 13.09.1983

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘COUPLER COMPLETE’.
24.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1990 Repair ‘STANCHION’.
24.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘BRANCH PIPE’.
06.08.1990 Repair ‘COUPLER COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘END BRAKE COCK’.
06.08.1990 Repair ‘ISOLATING COCK’.
06.08.1990 Repair ‘LASHING POINT’.
06.08.1990 Repair ‘WHEEL SET’.
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06.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 109 M’

04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘END HOSE’.
04.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘COUPLER COMPLETE’.
19.07.1991 Repair ‘LASHING POINT’.
19.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1992 Repair ‘SIDE BEARER’.
07.05.1992 Repair ‘VEHICLE STENCILS’.
07.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE COMPLETE’.
02.11.1993 Repair ‘COUPLER COMPLETE’.
02.11.1993 Repair ‘LASHING POINT’.
02.11.1993 Repair ‘STANCHION’.
02.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘COUPLER COMPLETE’.
03.11.1993 Repair ‘LASHING POINT’.
03.11.1993 Repair ‘STANCHION’.
03.11.1993 Repair ‘STANCHION’.
03.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
14.05.1994 Repair ‘STANCHION’.
14.05.1994 Repair ‘STANCHION’.
14.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
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Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

04.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Repair ‘VEHICLE RENUMBERED’.
04.08.1995 Repair ‘VEHICLE RETARE’.
04.08.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 109 M’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 23

Details: wagon ‘QN 23 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 26.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 03.06.1996
Last Brake Cylinder: 29.08.1994
Last Single Car Test: 03.06.1996

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘COUPLER COMPLETE’.
19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘LASHING POINT’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
12.09.1989 Issued at location ‘Wiltshire Junction’ with a previous code of wagon

‘FE 37 L’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
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13.09.1989 Repair ‘BRANCH PIPE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘SIDE MEMBER’.
13.09.1989 Repair ‘TRAIN PIPE’.
13.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 37 L’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘COUPLER COMPLETE’.
17.07.1990 Repair ‘LASHING POINT’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1990 Repair ‘SIDE BEARER’.
17.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1991 Repair ‘HANDBRAKE HANDLE’.
06.08.1991 Repair ‘SIDE BEARER’.
06.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 37 L’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.09.1991 Repair ‘COUPLER COMPLETE’.
23.09.1991 Repair ‘END BRAKE COCK’.
23.09.1991 Repair ‘LASHING POINT’.
23.09.1991 Repair ‘TRAIN PIPE (END)’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
23.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘BRANCH PIPE’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘HANDBRAKE HANDLE’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
01.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon
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‘FE 37 L’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRANCH PIPE’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘LASHING POINT’.
30.07.1993 Repair ‘LASHING POINT’.
30.07.1993 Repair ‘STANCHION’.
30.07.1993 Repair ‘VEHICLE STENCILS’.
30.07.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
26.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1994 Repair ‘BOGIE COMPLETE’.
26.08.1994 Repair ‘BRAKE BLOCK RB95’.
26.08.1994 Repair ‘COUPLER COMPLETE’.
26.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 37 L’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

08.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1995 Repair ‘VEHICLE RECLASSIFY’.
08.08.1995 Repair ‘VEHICLE RENUMBERED’.
08.08.1995 Repair ‘VEHICLE RETARE’.
08.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 37 L’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
03.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1996 Repair ‘BRAKE CONTROL PIPE’.

QN 24

Details: wagon ‘QN 24 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 14.08.1995
Last Single Car Test: 15.08.1995
Last Lift: 13.12.1983

29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 4 G’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘END BRAKE COCK’.
05.08.1993 Repair ‘END FRAME MEMBER’.
05.08.1993 Repair ‘LASHING POINT’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 4 G’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

14.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1995 Repair ‘VEHICLE RECLASSIFY’.
14.08.1995 Repair ‘VEHICLE RENUMBERED’.
14.08.1995 Repair ‘VEHICLE RETARE’.
14.08.1995 Repair ‘VEHICLE RETARE’.
14.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 4 G’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 25

Details: wagon ‘QN 25 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne

11485



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 03.08.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 22.05.1996
Last Triple Valve: 15.02.1990
Last Single Car Test: 15.08.1995

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘COUPLER COMPLETE’.
31.07.1989 Repair ‘LASHING POINT’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘TRAIN PIPE’.
31.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRANCH PIPE’.
15.09.1989 Repair ‘COUPLER COMPLETE’.
15.09.1989 Repair ‘STANCHION’.
15.09.1989 Repair ‘STANCHION’.
15.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘BRAKE PULL ROD’.
09.01.1990 Repair ‘BRANCH PIPE’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘STANCHION’.
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15.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 120 Q’

04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘COUPLER COMPLETE’.
04.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘BRANCH PIPE’.
15.08.1990 Repair ‘COUPLER COMPLETE’.
15.08.1990 Repair ‘STANCHION’.
15.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BRANCH PIPE’.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
08.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘COUPLER COMPLETE’.
20.03.1991 Repair ‘SIDE SILL’.
20.03.1991 Repair ‘STANCHION’.
20.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE BLOCK RB95’.
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1991 Repair ‘LASHING POINT’.
09.12.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘BRAKE BLOCK RB95’.
05.05.1992 Repair ‘COUPLER COMPLETE’.
05.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1992 Repair ‘BOGIE COMPLETE’.
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14.12.1992 Repair ‘BRAKE BLOCK RB95’.
14.12.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘END HOSE’.
14.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BOGIE COMPLETE’.
22.03.1993 Repair ‘BRANCH PIPE’.
22.03.1993 Repair ‘COUPLER COMPLETE’.
22.03.1993 Repair ‘END HOSE’.
22.03.1993 Repair ‘RELAY VALVE’.
22.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
18.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1994 Repair ‘BOGIE COMPLETE’.
18.10.1994 Repair ‘BRAKE BLOCK RB95’.
18.10.1994 Repair ‘COUPLER COMPLETE’.
18.10.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1994 Repair ‘HANDBRAKE HANDLE’.
18.10.1994 Repair ‘LASHING POINT’.
18.10.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 120 Q’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

14.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1995 Repair ‘VEHICLE RECLASSIFY’.
14.08.1995 Repair ‘VEHICLE RENUMBERED’.
14.08.1995 Repair ‘VEHICLE RETARE’.
14.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 120 Q’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
22.05.1996 Repair ‘BRAKE SPREADER & HANGERS’.

QN 26

Details: wagon ‘QN 26 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 13.04.1973
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Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 13.03.1997
Last Triple Valve: 16.09.1988
Last Brake Cylinder: 01.04.1992
Last Single Car Test: 09.04.1997

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER COMPLETE’.
03.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1989 Repair ‘LASHING POINT’.
03.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 49 Y’
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 49 Y’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘COUPLER KNUCKLE’.
21.01.1991 Repair ‘LASHING POINT’.
21.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 49 Y’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘LASHING POINT’.
03.10.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Repair ‘WHEEL SET’.
03.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 49 Y’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
01.04.1992 Repair ‘TRAIN PIPE’.
01.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 49 Y’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 49 Y’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘WHEEL SET’.
09.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 49 Y’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

18.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1995 Repair ‘VEHICLE RECLASSIFY’.
18.08.1995 Repair ‘VEHICLE RENUMBERED’.
18.08.1995 Repair ‘VEHICLE RETARE’.
18.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 49 Y’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
13.03.1997 Repair ‘CENTRE SILL’.
08.04.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 27

Details: wagon ‘QN 27 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 04.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 09.11.1995
Last Brake Cylinder: 16.12.1988
Last Single Car Test: 18.08.1995
Last Lift: 12.10.1983

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘BOGIE COMPLETE’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘BRAKE PULL ROD’.
25.10.1989 Repair ‘COUPLER COMPLETE’.
25.10.1989 Repair ‘END BRAKE COCK’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
25.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 8 T’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘BRAKE BLOCK RB95’.
14.01.1991 Repair ‘BRANCH PIPE’.
14.01.1991 Repair ‘COUPLER COMPLETE’.
14.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 8 T’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘STANCHION’.
01.05.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 8 T’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘BRAKE PULL ROD’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 8 T’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘SIDE MEMBER’.
13.10.1993 Repair ‘VEHICLE STENCILS’.
13.10.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 8 T’
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE COMPLETE’.
24.03.1994 Repair ‘BRAKE BLOCK RB95’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 8 T’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE
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CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

18.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1995 Repair ‘VEHICLE RECLASSIFY’.
18.08.1995 Repair ‘VEHICLE RENUMBERED’.
18.08.1995 Repair ‘VEHICLE RETARE’.
18.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 8 T’
09.11.1995 Repair ‘WHEEL SET’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 28

Details: wagon ‘QN 28 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 11.01.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 31.08.1995
Last Triple Valve: 09.01.1991
Last Single Car Test: 01.09.1995
Last Lift: 03.10.1983

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 78 G’
12.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.09.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FE 78 G’
22.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 78 G’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
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23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
09.01.1991 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE COMPLETE’.
15.07.1991 Repair ‘COUPLER COMPLETE’.
15.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1991 Repair ‘VEHICLE STENCILS’.
15.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1992 Repair ‘BOGIE COMPLETE’.
10.08.1992 Repair ‘BRAKE BLOCK RB95’.
10.08.1992 Repair ‘COUPLER COMPLETE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘LASHING POINT’.
10.08.1992 Repair ‘STANCHION’.
10.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘END BRAKE COCK’.
10.02.1993 Repair ‘END HOSE’.
10.02.1993 Repair ‘TRAIN PIPE (END)’.
10.02.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘COUPLER COMPLETE’.
15.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1994 Repair ‘HOSE FITTINGS’.
15.02.1994 Repair ‘LASHING POINT’.
15.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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06.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1994 Repair ‘BOGIE COMPLETE’.
06.05.1994 Repair ‘BRAKE BLOCK RB95’.
06.05.1994 Repair ‘BRAKE PIN’.
06.05.1994 Repair ‘COUPLER COMPLETE’.
06.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 78 G’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

31.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1995 Repair ‘VEHICLE RENUMBERED’.
31.08.1995 Repair ‘VEHICLE RETARE’.
31.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 78 G’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 29

Details: wagon ‘QN 29 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 05.06.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 31.08.1995
Last Brake Cylinder: 27.09.1990
Last Single Car Test: 01.09.1995

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘COUPLER COMPLETE’.
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02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1989 Repair ‘HANDBRAKE HANDLE’.
02.08.1989 Repair ‘LASHING POINT’.
02.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Repair ‘COUPLER COMPLETE’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘LASHING POINT’.
17.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
13.03.1990 Repair ‘BRANCH PIPE’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘BRAKE BLOCK RB95’.
15.01.1991 Repair ‘BRAKE CONTROL PIPE’.
15.01.1991 Repair ‘BRAKE PULL ROD’.
15.01.1991 Repair ‘COUPLER COMPLETE’.
15.01.1991 Repair ‘LASHING POINT’.
15.01.1991 Repair ‘TRAIN PIPE’.
15.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘BRANCH PIPE’.
04.11.1991 Repair ‘COUPLER COMPLETE’.
04.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1991 Repair ‘LASHING POINT’.
04.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘BRAKE CONTROL PIPE’.
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16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘SIDE SILL’.
16.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘LASHING POINT’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘BOGIE COMPLETE’.
02.12.1993 Repair ‘BRAKE BLOCK OTHER’.
02.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 113 M’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

31.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1995 Repair ‘VEHICLE RENUMBERED’.
31.08.1995 Repair ‘VEHICLE RETARE’.
31.08.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 113 M’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 30

Details: wagon ‘QN 30 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
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BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 22.11.1995
Last Triple Valve: 28.09.1990
Last Brake Cylinder: 20.10.1988
Last Single Car Test: 24.11.1995
Last Lift: 26.10.1983

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘COUPLER COMPLETE’.
02.08.1989 Repair ‘SIDE BEARER’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 13 F’
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRANCH PIPE’.
11.09.1989 Repair ‘COUPLER COMPLETE’.
11.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 13 F’
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 13 F’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘BRANCH PIPE’.
27.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 13 F’
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘BRAKE LEVER’.
31.07.1993 Repair ‘COUPLER KNUCKLE’.
31.07.1993 Repair ‘END FRAME MEMBER’.
31.07.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 13 F’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE COMPLETE’.
29.11.1993 Repair ‘BRAKE BLOCK RB95’.
29.11.1993 Repair ‘BRAKE PIN’.
29.11.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 13 F’
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.04.1994 Repair ‘BOGIE COMPLETE’.
27.04.1994 Repair ‘COUPLER COMPLETE’.
27.04.1994 Repair ‘GRADE CONTROL VALVE’.
27.04.1994 Repair ‘LASHING POINT’.
27.04.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 13 F’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

18.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1995 Repair ‘VEHICLE RECLASSIFY’.
18.09.1995 Repair ‘VEHICLE RENUMBERED’.
18.09.1995 Repair ‘VEHICLE RETARE’.
18.09.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 13 F’
22.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 31

Details: wagon ‘QN 31 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 13.07.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 22.07.1996
Last Brake Cylinder: 05.10.1988
Last Single Car Test: 18.09.1995

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
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28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COUPLER COMPLETE’.
28.07.1989 Repair ‘END FRAME MEMBER’.
28.07.1989 Repair ‘LASHING POINT’.
28.07.1989 Repair ‘STANCHION’.
28.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
29.11.1989 Repair ‘END BRAKE COCK’.
29.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1990 Repair ‘HANDBRAKE HANDLE’.
09.01.1990 Repair ‘SIDE BEARER’.
09.01.1990 Repair ‘SIDE COMPLETE’.
09.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘STANCHION’.
21.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘COUPLER COMPLETE’.
10.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1991 Repair ‘SIDE BEARER’.
10.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BRANCH PIPE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘LASHING POINT’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
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19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘LASHING POINT’.
19.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘AXLEBOX’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘GRADE CONTROL VALVE’.
10.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1992 Repair ‘LASHING POINT’.
10.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘BRAKE PULL ROD’.
31.07.1993 Repair ‘COUPLER COMPLETE’.
31.07.1993 Repair ‘STANCHION’.
31.07.1993 Repair ‘TRAIN PIPE (END)’.
31.07.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 182 N’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1993 Repair ‘TRAIN PIPE’.
03.12.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 182 N’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.05.1994 Repair ‘BOGIE COMPLETE’.
09.05.1994 Repair ‘BRAKE BLOCK RB95’.
09.05.1994 Repair ‘BRAKE PULL ROD’.
09.05.1994 Repair ‘COUPLER COMPLETE’.
09.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1994 Repair ‘LASHING POINT’.
09.05.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 182 N’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

18.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1995 Repair ‘VEHICLE RECLASSIFY’.
18.09.1995 Repair ‘VEHICLE RENUMBERED’.
18.09.1995 Repair ‘VEHICLE RETARE’.
18.09.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 182 N’
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
22.07.1996 Repair ‘BRAKE LEVER’.

QN 32

Details: wagon ‘QN 32 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 24.10.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 31.07.1996
Last Triple Valve: 13.07.1989
Last Brake Cylinder: 01.08.1996
Last Single Car Test: 01.08.1996

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘BRANCH PIPE’.
13.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
13.07.1989 Repair ‘COUPLER COMPLETE’.
13.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1989 Repair ‘LASHING POINT’.
13.07.1989 Repair ‘SIDE COMPLETE’.
13.07.1989 Repair ‘TRAIN PIPE’.
13.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘BRANCH PIPE’.
18.09.1989 Repair ‘COUPLER COMPLETE’.
18.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
12.09.1990 Repair ‘COUPLER COMPLETE’.
12.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘BRANCH PIPE’.
03.05.1991 Repair ‘COUPLER COMPLETE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Repair ‘STANCHION’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BRANCH PIPE’.
11.07.1991 Repair ‘COUPLER COMPLETE’.
11.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon
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‘FE 187 M’
24.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1992 Repair ‘BOGIE COMPLETE’.
24.02.1992 Repair ‘COUPLER COMPLETE’.
24.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.02.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘BRANCH PIPE’.
24.03.1992 Repair ‘COUPLER COMPLETE’.
24.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1992 Repair ‘TRAIN PIPE’.
24.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘BRAKE LEVER’.
31.07.1993 Repair ‘END BRAKE COCK’.
31.07.1993 Repair ‘END BRAKE COCK’.
31.07.1993 Repair ‘END HOSE’.
31.07.1993 Repair ‘STANCHION’.
31.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1993 Repair ‘WHEEL SET’.
31.07.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 187 M’
14.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘BRAKE PIN’.
14.05.1994 Repair ‘BRAKE PULL ROD’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
14.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 187 M’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

22.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Repair ‘VEHICLE RENUMBERED’.
22.09.1995 Repair ‘VEHICLE RETARE’.
22.09.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 187 M’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
31.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.07.1996 Repair ‘BRAKE CONTROL PIPE’.
31.07.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

QN 33

Details: wagon ‘QN 33 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 12.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 22.08.1996
Last Triple Valve: 02.11.1989
Last Single Car Test: 03.07.1996

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘SIDE BEARER’.
01.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 67 M’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRANCH PIPE’.
02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Repair ‘END BRAKE COCK’.
02.04.1990 Repair ‘SIDE MEMBER’.
02.04.1990 Repair ‘TRAIN PIPE’.
02.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 67 M’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘BRAKE PIN’.
20.09.1990 Repair ‘COUPLER COMPLETE’.
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20.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 67 M’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE COMPLETE’.
01.11.1991 Repair ‘BRAKE BLOCK RB95’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘STANCHION’.
01.11.1991 Repair ‘VEHICLE STENCILS’.
01.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 67 M’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘HANDBRAKE HANDLE’.
05.02.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 67 M’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

22.09.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Repair ‘VEHICLE RENUMBERED’.
22.09.1995 Repair ‘VEHICLE RETARE’.
22.09.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 67 M’
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
03.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1996 Repair ‘TWIST LOCK’.
22.08.1996 Repair ‘COUPLER COMPLETE’.
22.08.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QN 34

Details: wagon ‘QN 34 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.02.1972
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Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 23.08.1996
Last Brake Cylinder: 08.08.1989
Last Single Car Test: 06.10.1995

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE PIN’.
08.08.1989 Repair ‘BRAKE PULL ROD’.
08.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1989 Repair ‘SIDE BEARER’.
08.08.1989 Repair ‘STANCHION’.
08.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 5 P’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRANCH PIPE’.
19.02.1990 Repair ‘COUPLER COMPLETE’.
19.02.1990 Repair ‘SIDE SILL’.
19.02.1990 Repair ‘STANCHION’.
19.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 5 P’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘COUPLER COMPLETE’.
28.06.1991 Repair ‘STANCHION’.
28.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 5 P’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 5 P’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘BRANCH PIPE’.
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04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘SIDE MEMBER’.
04.08.1993 Repair ‘WHEEL SET’.
04.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 5 P’
07.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1994 Repair ‘BOGIE COMPLETE’.
07.05.1994 Repair ‘BRAKE BLOCK RB95’.
07.05.1994 Repair ‘BRAKE PIN’.
07.05.1994 Repair ‘COUPLER COMPLETE’.
07.05.1994 Repair ‘COUPLER KNUCKLE’.
07.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 5 P’
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1994 Repair ‘BOGIE COMPLETE’.
28.07.1994 Repair ‘BRAKE BLOCK RB95’.
28.07.1994 Repair ‘COUPLER COMPLETE’.
28.07.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1994 Repair ‘END BRAKE COCK’.
28.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 5 P’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘COUPLER COMPLETE’.
23.11.1994 Repair ‘STANCHION’.
23.11.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 5 P’
05.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Repair ‘VEHICLE RENUMBERED’.
05.10.1995 Repair ‘VEHICLE RETARE’.
05.10.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 5 P’
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
23.08.1996 Repair ‘COUPLER COMPLETE’.
23.08.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QN 35

Details: wagon ‘QN 35 W’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 29.06.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 07.06.1996
Due Triple Valve: 19.09.1995
Last Triple Valve: 18.05.1992
Last Brake Cylinder: 01.07.1994
Last Single Car Test: 12.06.1996

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1989 Repair ‘LASHING POINT’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘STANCHION’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE COMPLETE’.
10.09.1990 Repair ‘BRANCH PIPE’.
10.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
10.09.1990 Repair ‘COUPLER COMPLETE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1990 Repair ‘VEHICLE STENCILS’.
10.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

11508



2.601. Wagon classification starting with ‘QN’

27.09.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 172 F’

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1991 Issued at location ‘Burnie’ with a previous code of wagon ‘FE 172 F’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Repair ‘COUPLER COMPLETE’.
09.04.1991 Repair ‘LASHING POINT’.
09.04.1991 Repair ‘VEHICLE STENCILS’.
09.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘LASHING POINT’.
08.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1991 Repair ‘VEHICLE STENCILS’.
08.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
18.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1992 Repair ‘BOGIE COMPLETE’.
18.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.05.1992 Repair ‘COUPLER COMPLETE’.
18.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1993 Repair ‘HANDBRAKE HANDLE’.
11.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘COUPLER COMPLETE’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
01.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1994 Repair ‘BOGIE COMPLETE’.
01.07.1994 Repair ‘BRANCH PIPE’.
01.07.1994 Repair ‘COUPLER COMPLETE’.
01.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
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12.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1994 Repair ‘BOGIE COMPLETE’.
12.09.1994 Repair ‘BRAKE BLOCK RB95’.
12.09.1994 Repair ‘BRAKE PULL ROD’.
12.09.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.09.1994 Repair ‘COUPLER COMPLETE’.
12.09.1994 Repair ‘COUPLER KNUCKLE’.
12.09.1994 Repair ‘END BRAKE COCK’.
12.09.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 172 F’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

05.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Repair ‘VEHICLE RENUMBERED’.
05.10.1995 Repair ‘VEHICLE RETARE’.
05.10.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 172 F’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
06.06.1996 Repair ‘TWIST LOCK’.
07.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 36

Details: wagon ‘QN 36 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 26.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 18.03.1996
Last Triple Valve: 16.06.1988
Last Single Car Test: 21.03.1996
Last Lift: 13.10.1983

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1989 Repair ‘BRANCH PIPE’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘STANCHION’.
31.08.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 50 K’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘COUPLER COMPLETE’.
06.08.1990 Repair ‘END BRAKE COCK’.
06.08.1990 Repair ‘END HOSE’.
06.08.1990 Repair ‘SIDE SILL’.
06.08.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 50 K’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘LASHING POINT’.
01.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 50 K’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘COUPLER COMPLETE’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 50 K’
23.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1994 Repair ‘BOGIE COMPLETE’.
23.06.1994 Repair ‘COUPLER COMPLETE’.
23.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1994 Repair ‘STANCHION’.
23.06.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 50 K’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

23.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
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23.10.1995 Repair ‘VEHICLE RENUMBERED’.
23.10.1995 Repair ‘VEHICLE RETARE’.
23.10.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 50 K’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
18.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 37

Details: wagon ‘QN 37 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 15.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 23.10.1995
Last Brake Cylinder: 21.06.1994
Last Single Car Test: 23.10.1995

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Repair ‘SIDE MEMBER’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
11.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Repair ‘LASHING POINT’.
24.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’

11512



2.601. Wagon classification starting with ‘QN’

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘COUPLER COMPLETE’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 2 L’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1990 Repair ‘BOGIE COMPLETE’.
02.05.1990 Repair ‘BRANCH PIPE’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
02.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.05.1990 Repair ‘SIDE MEMBER’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Repair ‘TRAIN PIPE’.
02.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘TRAIN PIPE (END)’.
17.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER KNUCKLE’.
04.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘BRAKE BLOCK RB95’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘LASHING POINT’.
07.10.1991 Repair ‘TRAIN PIPE’.
07.10.1991 Repair ‘WHEEL SET’.
07.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
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21.07.1992 Repair ‘COUPLER COMPLETE’.
21.07.1992 Repair ‘STANCHION’.
21.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘BRANCH PIPE’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘END HOSE’.
27.07.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘END BRAKE COCK’.
21.09.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘BRANCH PIPE’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 2 L’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

07.07.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
14.08.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 2 L’
23.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Repair ‘VEHICLE RENUMBERED’.
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23.10.1995 Repair ‘VEHICLE RETARE’.
23.10.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 2 L’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 38

Details: wagon ‘QN 38 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 29.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 09.11.1995
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 10.11.1995
Last Lift: 21.10.1983

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRANCH PIPE’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1989 Repair ‘LASHING POINT’.
27.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘BRAKE PULL ROD’.
21.11.1989 Repair ‘COUPLER COMPLETE’.
21.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1989 Repair ‘WHEEL SET’.
21.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
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23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘BRANCH PIPE’.
23.02.1990 Repair ‘TRAIN PIPE’.
23.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘BRANCH PIPE’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘TRAIN PIPE (END)’.
29.06.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘BOGIE COMPLETE’.
13.11.1990 Repair ‘BRANCH PIPE’.
13.11.1990 Repair ‘COUPLER COMPLETE’.
13.11.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE BLOCK RB95’.
22.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1991 Repair ‘COUPLER COMPLETE’.
22.11.1991 Repair ‘LASHING POINT’.
22.11.1991 Repair ‘VEHICLE STENCILS’.
22.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘BRANCH PIPE’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘LASHING POINT’.
26.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Repair ‘BRAKE BLOCK RB95’.
31.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 28 M’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’
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09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Repair ‘VEHICLE RENUMBERED’.
09.11.1995 Repair ‘VEHICLE RETARE’.
09.11.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 28 M’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 39

Details: wagon ‘QN 39 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 13.03.1997
Last Triple Valve: 31.08.1988
Last Single Car Test: 09.04.1997

01.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 7 K’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘BRANCH PIPE’.
09.01.1991 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1991 Repair ‘SIDE SILL’.
09.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 7 K’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘BRANCH PIPE’.
25.03.1991 Repair ‘COUPLER COMPLETE’.
25.03.1991 Repair ‘END HOSE’.

11517



2. TIMS GROUP INFORMATION - WAGONS

25.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 7 K’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘BRANCH PIPE’.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘END BRAKE COCK’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘SIDE SHEET’.
28.01.1992 Repair ‘TRAIN PIPE’.
28.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 7 K’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRANCH PIPE’.
20.05.1992 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘TRAIN PIPE’.
20.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 7 K’
26.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1993 Repair ‘BOGIE COMPLETE’.
26.04.1993 Repair ‘BRAKE BLOCK RB95’.
26.04.1993 Repair ‘COUPLER COMPLETE’.
26.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1993 Repair ‘WEAR PLATES & SADDLES’.
26.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 7 K’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

09.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Repair ‘VEHICLE RENUMBERED’.
09.11.1995 Repair ‘VEHICLE RETARE’.
09.11.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 7 K’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
13.03.1997 Repair ‘TRAIN PIPE (END)’.
08.04.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 40

Details: wagon ‘QN 40 X’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 01.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 13.12.1995
Last Single Car Test: 13.12.1995

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘LASHING POINT’.
01.08.1989 Repair ‘STANCHION’.
01.08.1989 Repair ‘VEHICLE STENCILS’.
01.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 100 A’
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 100 A’
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 100 A’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘BOGIE COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘COUPLER COMPLETE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 100 A’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘COUPLER COMPLETE’.
03.07.1990 Repair ‘END BRAKE COCK’.
03.07.1990 Repair ‘LASHING POINT’.
03.07.1990 Repair ‘STANCHION’.
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03.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 100 A’

21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘LASHING POINT’.
21.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 100 A’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘BRAKE PULL ROD’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.
30.01.1992 Repair ‘TRAIN PIPE’.
30.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 100 A’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘COUPLER COMPLETE’.
30.09.1992 Repair ‘STANCHION’.
30.09.1992 Repair ‘STANCHION’.
30.09.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 100 A’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK RB95’.
08.04.1993 Repair ‘COUPLER COMPLETE’.
08.04.1993 Repair ‘STANCHION’.
08.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 100 A’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

04.08.1995 Reclassified from wagon ‘QN 40 X’ to ’ wagon ‘QN 21 B’.
13.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1995 Repair ‘VEHICLE RECLASSIFY’.
13.12.1995 Repair ‘VEHICLE RENUMBERED’.
13.12.1995 Repair ‘VEHICLE RETARE’.
13.12.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 100 A’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
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QN 41

Details: wagon ‘QN 41 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 30.11.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 06.08.1996
Last Brake Cylinder: 16.05.1989
Last Single Car Test: 07.08.1996
Last Lift: 18.10.1982

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘LASHING POINT’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
19.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 118 L’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE COMPLETE’.
25.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1989 Repair ‘SIDE BEARER’.
25.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 118 L’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘BRANCH PIPE’.
24.01.1991 Repair ‘COUPLER COMPLETE’.
24.01.1991 Repair ‘GRADE CONTROL VALVE’.
24.01.1991 Repair ‘LASHING POINT’.
24.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 118 L’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
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16.09.1991 Repair ‘BRAKE CONTROL PIPE’.
16.09.1991 Repair ‘BRANCH PIPE’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘LASHING POINT’.
16.09.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 118 L’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Repair ‘BOGIE COMPLETE’.
29.07.1992 Repair ‘BRAKE BLOCK RB95’.
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 118 L’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 118 L’
08.02.1994 Repair ‘LASHING POINT’.
08.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 118 L’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1995 Repair ‘VEHICLE RECLASSIFY’.
13.12.1995 Repair ‘VEHICLE RENUMBERED’.
13.12.1995 Repair ‘VEHICLE RETARE’.
13.12.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 118 L’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
06.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1996 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1996 Repair ‘BRANCH PIPE’.

QN 42

Details: wagon ‘QN 42 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 18.09.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 15.12.1995
Last Single Car Test: 15.12.1995
Last Lift: 08.11.1983

24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 122 L’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1989 Repair ‘END BRAKE COCK’.
26.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1989 Repair ‘STANCHION’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘BRANCH PIPE’.
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRANCH PIPE’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘END BRAKE COCK’.
23.01.1990 Repair ‘END HOSE’.
23.01.1990 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
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23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘LASHING POINT’.
23.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘BRAKE BLOCK RB95’.
25.03.1992 Repair ‘BRAKE PIN’.
25.03.1992 Repair ‘COUPLER COMPLETE’.
25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘WHEEL SET’.
25.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BOGIE COMPLETE’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘LASHING POINT’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘WHEEL SET’.
06.10.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Repair ‘BRANCH PIPE’.
16.11.1992 Repair ‘COUPLER COMPLETE’.
16.11.1992 Repair ‘HANDBRAKE HANDLE’.
16.11.1992 Repair ‘LASHING POINT’.
16.11.1992 Repair ‘TRAIN PIPE (END)’.
16.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘COUPLER COMPLETE’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1994 Repair ‘WHEEL SET’.
09.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 122 L’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’
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15.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1995 Repair ‘VEHICLE RECLASSIFY’.
15.12.1995 Repair ‘VEHICLE RECLASSIFY’.
15.12.1995 Repair ‘VEHICLE RENUMBERED’.
15.12.1995 Repair ‘VEHICLE RENUMBERED’.
15.12.1995 Repair ‘VEHICLE RETARE’.
15.12.1995 Repair ‘VEHICLE RETARE’.
15.12.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 122 L’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 43

Details: wagon ‘QN 43 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Date Built: 02.02.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 19.12.1995
Last Single Car Test: 19.12.1995
Last Lift: 13.09.1983

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘LASHING POINT’.
10.07.1989 Repair ‘STANCHION’.
10.07.1989 Repair ‘VEHICLE STENCILS’.
10.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘COUPLER COMPLETE’.
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19.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘LASHING POINT’.
24.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE COMPLETE’.
02.02.1990 Repair ‘COUPLER COMPLETE’.
02.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘BRAKE PIN’.
25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘BRANCH PIPE’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1991 Repair ‘TRAIN PIPE’.
31.05.1991 Repair ‘VEHICLE STENCILS’.
31.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1991 Repair ‘LASHING POINT’.
16.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
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30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘END BRAKE COCK’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE ADAPTER’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘LASHING POINT’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
12.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1994 Repair ‘BOGIE COMPLETE’.
12.05.1994 Repair ‘COUPLER COMPLETE’.
12.05.1994 Repair ‘STANCHION’.
12.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 105 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

19.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Repair ‘VEHICLE RENUMBERED’.
19.12.1995 Repair ‘VEHICLE RETARE’.
19.12.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 105 W’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 44

Details: wagon ‘QN 44 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $13010
Date Built: 10.10.1973
Operating System: AN
Intended Use: CONTAINERS
Remarks: LIGHT & MEDIUM WEIGHT CONTAINERS
BSG Code: FTFL

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD NB
Return to Service Date: 19.12.1995
Last Single Car Test: 19.12.1995

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1989 Repair ‘COUPLER COMPLETE’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘LASHING POINT’.
25.09.1989 Repair ‘STANCHION’.
25.09.1989 Repair ‘TOP CENTRE PLATE’.
25.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘COUPLER COMPLETE’.
19.03.1991 Repair ‘END BRAKE COCK’.
19.03.1991 Repair ‘END HOSE’.
19.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1991 Repair ‘STANCHION’.
19.03.1991 Repair ‘TRAIN PIPE (END)’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Repair ‘WEAR PLATES & SADDLES’.
19.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘BRANCH PIPE’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘LASHING POINT’.
01.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
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10.04.1992 Repair ‘END BRAKE COCK’.
10.04.1992 Repair ‘TRAIN PIPE (END)’.
10.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
24.07.1992 Repair ‘BRAKE BLOCK RB95’.
24.07.1992 Repair ‘COUPLER COMPLETE’.
24.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRANCH PIPE’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘END BRAKE COCK’.
27.10.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘BRAKE BLOCK RB95’.
04.12.1992 Repair ‘COUPLER COMPLETE’.
04.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BRANCH PIPE’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
04.05.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘END BRAKE COCK’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘BRAKE BLOCK RB95’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1994 Repair ‘LASHING POINT’.
19.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 180 S’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
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THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

19.12.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Repair ‘VEHICLE RENUMBERED’.
19.12.1995 Repair ‘VEHICLE RETARE’.
19.12.1995 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 180 S’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 45

Details: wagon ‘QN 45 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 15.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS — EX FE 116 Q
BSG Code: FTFL

Capacity of 45 tonnes

Fleet Grp Code: AD NB
Last Triple Valve: 10.04.1991
Last Brake Cylinder: 25.09.1989
Last Single Car Test: 20.12.1995
Last Lift: 31.05.1982

21.12.1995 Repair ‘VEHICLE RECLASSIFY’.
21.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘FE 116 Q’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 46

Details: wagon ‘QN 46 Q’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 26.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS — EX FE 23 N
BSG Code: FTFL

Capacity of 45 tonnes

Fleet Grp Code: AD NB
Last Triple Valve: 10.05.1989
Last Brake Cylinder: 17.04.1989
Last Single Car Test: 20.12.1995

21.12.1995 Repair ‘VEHICLE RECLASSIFY’.
21.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘FE 23 N’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 47

Details: wagon ‘QN 47 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 15.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL
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Fleet Grp Code: AD NB
Return to Service Date: 12.03.1996
Last Single Car Test: 12.03.1996
Last Lift: 02.07.1982

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Repair ‘LASHING POINT’.
07.07.1989 Repair ‘LASHING POINT’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FE 144 W’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘LASHING POINT’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
08.02.1991 Repair ‘TRAIN PIPE’.
08.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘LASHING POINT’.
03.10.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE COMPLETE’.
24.07.1993 Repair ‘BRAKE BLOCK RB95’.
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24.07.1993 Repair ‘COUPLER COMPLETE’.
24.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1993 Repair ‘LASHING POINT’.
24.07.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
13.05.1994 Repair ‘END BRAKE COCK’.
13.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 144 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

22.06.1995 Repair ‘LASHING POINT’.
22.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1996 Repair ‘VEHICLE RECLASSIFY’.
12.03.1996 Repair ‘VEHICLE RENUMBERED’.
12.03.1996 Repair ‘VEHICLE RETARE’.
12.03.1996 Repair ‘VEHICLE RETARE’.
12.03.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
12.03.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 144 W’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.

QN 48

Details: wagon ‘QN 48 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 30.03.1973
Operating System: AN
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Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 23.10.1996
Last Triple Valve: 21.07.1988
Last Brake Cylinder: 20.08.1993
Last Single Car Test: 23.10.1996

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BODY COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘END BRAKE COCK’.
17.07.1989 Repair ‘END HOSE’.
17.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1989 Repair ‘LASHING POINT’.
17.07.1989 Repair ‘SIDE MEMBER’.
17.07.1989 Repair ‘TRAIN PIPE (END)’.
17.07.1989 Repair ‘TRAIN PIPE’.
17.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1989 Repair ‘LASHING POINT’.
15.09.1989 Repair ‘STANCHION’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 165 B’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘BRAKE CONTROL PIPE’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘BRANCH PIPE’.
16.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 165 B’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1991 Repair ‘SIDE SHEET’.
09.05.1991 Repair ‘STANCHION’.
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09.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 165 B’

13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘LASHING POINT’.
13.01.1992 Repair ‘STANCHION’.
13.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE PIN’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘LASHING POINT’.
08.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COUPLER COMPLETE’.
11.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘LASHING POINT’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘LASHING POINT’.
15.10.1993 Repair ‘LASHING POINT’.
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15.10.1993 Repair ‘LASHING POINT’.
15.10.1993 Repair ‘STANCHION’.
15.10.1993 Repair ‘STANCHION’.
15.10.1993 Repair ‘STANCHION’.
15.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
04.02.1994 Repair ‘END BRAKE COCK’.
04.02.1994 Repair ‘END HOSE’.
04.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.02.1994 Repair ‘LASHING POINT’.
04.02.1994 Repair ‘STANCHION’.
04.02.1994 Repair ‘TRAIN PIPE (END)’.
04.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘STANCHION’.
05.07.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

12.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1996 Repair ‘VEHICLE RECLASSIFY’.
12.03.1996 Repair ‘VEHICLE RENUMBERED’.
12.03.1996 Repair ‘VEHICLE RETARE’.
12.03.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 165 B’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
23.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 49

Details: wagon ‘QN 49 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 03.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 19.03.1996
Last Triple Valve: 16.12.1988
Last Single Car Test: 18.03.1996

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘BRAKE PIN’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 123 U’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘COUPLER COMPLETE’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Repair ‘SIDE MEMBER’.
14.12.1989 Repair ‘STANCHION’.
14.12.1989 Repair ‘VEHICLE STENCILS’.
14.12.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 123 U’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
18.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1996 Repair ‘VEHICLE RECLASSIFY’.
18.03.1996 Repair ‘VEHICLE RENUMBERED’.
18.03.1996 Repair ‘VEHICLE RETARE’.
18.03.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 123 U’
19.03.1996 Repair ‘VEHICLE RETARE’.
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QN 50

Details: wagon ‘QN 50 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 13.11.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 24.09.1996
Last Triple Valve: 25.09.1996
Last Single Car Test: 18.03.1996

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘SIDE SHEET’.
22.11.1989 Repair ‘STANCHION’.
22.11.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 131 K’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRANCH PIPE’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘END BRAKE COCK’.
13.02.1990 Repair ‘STANCHION’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Repair ‘TRAIN PIPE’.
13.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘LASHING POINT’.
21.03.1991 Repair ‘STANCHION’.
21.03.1991 Repair ‘VEHICLE STENCILS’.
21.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’

11538



2.601. Wagon classification starting with ‘QN’

13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘BRANCH PIPE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘STANCHION’.
13.08.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1992 Repair ‘STANCHION’.
22.06.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE COMPLETE’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘COUPLER COMPLETE’.
19.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘HANDBRAKE HANDLE’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘VEHICLE STENCILS’.
19.10.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
18.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1996 Repair ‘VEHICLE RECLASSIFY’.
18.03.1996 Repair ‘VEHICLE RENUMBERED’.
18.03.1996 Repair ‘VEHICLE RETARE’.
18.03.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 131 K’
19.03.1996 Repair ‘VEHICLE RETARE’.
24.09.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.

QN 51

Details: wagon ‘QN 51 C’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 15.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 25.03.1996
Last Brake Cylinder: 06.01.1989
Last Single Car Test: 25.03.1996
Last Lift: 21.02.1984

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘LASHING POINT’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
04.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 142 E’
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 142 E’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘HANDBRAKE HANDLE’.
21.02.1990 Repair ‘WHEEL SET’.
21.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 142 E’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE COMPLETE’.
19.06.1990 Repair ‘COUPLER COMPLETE’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 142 E’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
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Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
25.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1996 Repair ‘VEHICLE RECLASSIFY’.
25.03.1996 Repair ‘VEHICLE RENUMBERED’.
25.03.1996 Repair ‘VEHICLE RETARE’.
25.03.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 142 E’

QN 52

Details: wagon ‘QN 52 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 26.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 25.03.1996
Last Triple Valve: 20.10.1988
Last Single Car Test: 25.03.1996
Last Lift: 24.10.1983

19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 95 S’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘COUPLER COMPLETE’.
06.10.1989 Repair ‘LASHING POINT’.
06.10.1989 Repair ‘TRAIN PIPE’.
06.10.1989 Repair ‘VEHICLE STENCILS’.
06.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 95 S’
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10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1992 Repair ‘COUPLER COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 95 S’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘COUPLER COMPLETE’.
19.08.1992 Repair ‘END HOSE’.
19.08.1992 Repair ‘STANCHION’.
19.08.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 95 S’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE CONTROL PIPE’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 95 S’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
25.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1996 Repair ‘VEHICLE RECLASSIFY’.
25.03.1996 Repair ‘VEHICLE RENUMBERED’.
25.03.1996 Repair ‘VEHICLE RETARE’.
25.03.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 95 S’

QN 53

Details: wagon ‘QN 53 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 25.09.1996
Last Brake Cylinder: 21.02.1991
Last Single Car Test: 25.09.1996

15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 12 T’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘COUPLER COMPLETE’.
13.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1989 Repair ‘LASHING POINT’.
13.09.1989 Repair ‘STANCHION’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 12 T’
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 12 T’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 12 T’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 12 T’
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13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘LASHING POINT’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 12 T’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘COUPLER COMPLETE’.
21.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 12 T’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 12 T’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
01.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1996 Repair ‘VEHICLE RECLASSIFY’.
01.04.1996 Repair ‘VEHICLE RENUMBERED’.
01.04.1996 Repair ‘VEHICLE RETARE’.
01.04.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 12 T’
06.09.1996 Repair ‘CENTRE SILL’.
06.09.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 54

Details: wagon ‘QN 54 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
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Diagram Book Page No.: T W105
Date Built: 17.08.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 17.07.1996
Last Brake Cylinder: 26.09.1989
Last Single Car Test: 24.07.1996

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘LASHING POINT’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘BRAKE PULL ROD’.
03.01.1990 Repair ‘BRANCH PIPE’.
03.01.1990 Repair ‘COUPLER COMPLETE’.
03.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘COUPLER COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘STANCHION’.
14.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘BRAKE PIN’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘END HOSE’.
08.04.1991 Repair ‘STANCHION’.
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08.04.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘BRAKE BLOCK RB95’.
24.07.1992 Repair ‘COUPLER COMPLETE’.
24.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1992 Repair ‘STANCHION’.
24.07.1992 Repair ‘WHEEL SET’.
24.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘LASHING POINT’.
30.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Repair ‘BRAKE PIN’.
01.12.1993 Repair ‘COUPLER COMPLETE’.
01.12.1993 Repair ‘END BRAKE COCK’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 154 H’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
01.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1996 Repair ‘VEHICLE RECLASSIFY’.
01.04.1996 Repair ‘VEHICLE RENUMBERED’.
01.04.1996 Repair ‘VEHICLE RETARE’.
01.04.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 154 H’
07.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1996 Repair ‘TWIST LOCK’.
17.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1996 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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QN 55

Details: wagon ‘QN 55 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 02.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 14.11.1996
Last Triple Valve: 12.11.1996
Last Brake Cylinder: 21.06.1989
Last Single Car Test: 15.04.1996

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘COUPLER COMPLETE’.
06.10.1989 Repair ‘END BRAKE COCK’.
06.10.1989 Repair ‘LASHING POINT’.
06.10.1989 Repair ‘NYLON HOSE’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘BRAKE PULL ROD’.
09.03.1990 Repair ‘BRANCH PIPE’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘SIDE MEMBER’.
09.03.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘BRANCH PIPE’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
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13.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘BRANCH PIPE’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘END BRAKE COCK’.
28.03.1991 Repair ‘TRAIN PIPE (END)’.
28.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘BRAKE PULL ROD’.
31.05.1991 Repair ‘BRANCH PIPE’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.
05.05.1992 Repair ‘BRANCH PIPE’.
05.05.1992 Repair ‘COUPLER COMPLETE’.
05.05.1992 Repair ‘STANCHION’.
05.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘BRAKE BLOCK RB95’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘END HOSE’.
15.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.03.1993 Repair ‘BRAKE BLOCK RB95’.
22.03.1993 Repair ‘BRAKE PIN’.
22.03.1993 Repair ‘COUPLER COMPLETE’.
22.03.1993 Repair ‘END HOSE’.
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22.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 15 A’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
15.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1996 Repair ‘VEHICLE RECLASSIFY’.
15.04.1996 Repair ‘VEHICLE RENUMBERED’.
15.04.1996 Repair ‘VEHICLE RETARE’.
15.04.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 15 A’
18.10.1996 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
14.11.1996 Repair ‘WHEEL SET’.

QN 56

Details: wagon ‘QN 56 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 12.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 05.03.1997
Last Single Car Test: 17.03.1997

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘COUPLER COMPLETE’.
07.09.1989 Repair ‘GRADE CONTROL VALVE’.
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07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1989 Repair ‘HANDBRAKE HANDLE’.
07.09.1989 Repair ‘LASHING POINT’.
07.09.1989 Repair ‘VEHICLE STENCILS’.
07.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 126 B’
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 126 B’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Repair ‘BRANCH PIPE’.
11.12.1991 Repair ‘COUPLER COMPLETE’.
11.12.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘BRAKE BLOCK RB95’.
06.04.1992 Repair ‘COUPLER COMPLETE’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
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17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 126 B’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
16.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1996 Repair ‘VEHICLE RECLASSIFY’.
16.04.1996 Repair ‘VEHICLE RENUMBERED’.
16.04.1996 Repair ‘VEHICLE RETARE’.
16.04.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 126 B’
05.03.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 57

Details: wagon ‘QN 57 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 14.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 24.02.1997
Last Triple Valve: 05.06.1990
Last Single Car Test: 22.04.1996

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
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18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1989 Repair ‘LASHING POINT’.
18.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 58 N’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘LASHING POINT’.
27.10.1989 Repair ‘STANCHION’.
27.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 58 N’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘BRAKE LEVER’.
09.04.1990 Repair ‘BRANCH PIPE’.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1990 Repair ‘VEHICLE STENCILS’.
09.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 58 N’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘COUPLER KNUCKLE’.
05.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 58 N’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
21.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1996 Repair ‘VEHICLE RECLASSIFY’.
21.04.1996 Repair ‘VEHICLE RENUMBERED’.
21.04.1996 Repair ‘VEHICLE RETARE’.
21.04.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 58 N’
24.02.1997 Repair ‘BOGIE COMPLETE’.
24.02.1997 Repair ‘VEHICLE RETARE’.
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QN 58

Details: wagon ‘QN 58 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 30.03.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 16.05.1996
Last Brake Cylinder: 25.05.1990
Last Single Car Test: 22.04.1996
Last Lift: 29.04.1983

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘LASHING POINT’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1989 Repair ‘VEHICLE STENCILS’.
21.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘BRANCH PIPE’.
26.04.1990 Repair ‘COUPLER COMPLETE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1990 Repair ‘SIDE COMPLETE’.
26.04.1990 Repair ‘TRAIN PIPE’.
26.04.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘COUPLER COMPLETE’.
25.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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25.05.1990 Repair ‘SIDE BEARER’.
25.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘STANCHION’.
26.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘LASHING POINT’.
23.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1991 Repair ‘STANCHION’.
23.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Repair ‘BRANCH PIPE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
17.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BRANCH PIPE’.
18.03.1992 Repair ‘PARTITION’.
18.03.1992 Repair ‘STANCHION’.
18.03.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 167 T’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘COUPLER COMPLETE’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘END BRAKE COCK’.
20.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
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12.04.1994 Repair ‘BRAKE BLOCK RB95’.
12.04.1994 Repair ‘BRAKE PULL ROD’.
12.04.1994 Repair ‘BRAKE PULL ROD’.
12.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
12.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

18.07.1995 Repair ‘WHEEL SET’.
18.07.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
22.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1996 Repair ‘VEHICLE RECLASSIFY’.
22.04.1996 Repair ‘VEHICLE RENUMBERED’.
22.04.1996 Repair ‘VEHICLE RETARE’.
22.04.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 167 T’
16.05.1996 Repair ‘WHEEL SET’.

QN 59

Details: wagon ‘QN 59 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 05.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS;PRIVATELY OWNED
BSG Code: FTFL
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Fleet Grp Code: AD NB
Return to Service Date: 24.05.1996
Last Single Car Test: 24.05.1996
Last Lift: 12.10.1983

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 98 W’
17.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 98 W’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘COUPLER COMPLETE’.
24.07.1989 Repair ‘SIDE BEARER’.
24.07.1989 Repair ‘STANCHION’.
24.07.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
24.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Issued at location ‘Longreach TAS’ with a previous code of wagon

‘FE 98 W’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE COMPLETE’.
09.10.1989 Repair ‘BRANCH PIPE’.
09.10.1989 Repair ‘COUPLER COMPLETE’.
09.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘COUPLER COMPLETE’.
03.07.1990 Repair ‘SIDE SHEET’.
03.07.1990 Repair ‘TRAIN PIPE’.
03.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘STANCHION’.
04.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘COUPLER COMPLETE’.
13.05.1991 Repair ‘GRADE CONTROL VALVE’.
13.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1991 Repair ‘LASHING POINT’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
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13.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FE 98 W’

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘BRANCH PIPE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘BRAKE BLOCK RB95’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1994 Repair ‘LASHING POINT’.
05.07.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
24.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1996 Repair ‘VEHICLE RECLASSIFY’.
24.05.1996 Repair ‘VEHICLE RENUMBERED’.
24.05.1996 Repair ‘VEHICLE RETARE’.
24.05.1996 Repair ‘VEHICLE RETARE’.
24.05.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 98 W’

QN 60

Details: wagon ‘QN 60 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m

11557



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 26.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 04.09.1996
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 04.09.1996

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘COUPLER COMPLETE’.
06.07.1989 Repair ‘SIDE MEMBER’.
06.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘COUPLER COMPLETE’.
15.09.1989 Repair ‘LASHING POINT’.
15.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1989 Repair ‘BOGIE COMPLETE’.
17.11.1989 Repair ‘BRAKE PULL ROD’.
17.11.1989 Repair ‘COUPLER COMPLETE’.
17.11.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘LASHING POINT’.
17.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRAKE BLOCK RB95’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
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11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1991 Repair ‘HANDBRAKE HANDLE’.
11.03.1991 Repair ‘STANCHION’.
11.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1992 Repair ‘BOGIE COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘END FRAME MEMBER’.
24.06.1992 Repair ‘STANCHION’.
24.06.1992 Repair ‘TRAIN PIPE’.
24.06.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1992 Repair ‘STANCHION’.
22.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘BRAKE BLOCK RB95’.
09.08.1993 Repair ‘COUPLER COMPLETE’.
09.08.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

09.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1994 Repair ‘BOGIE COMPLETE’.
09.11.1994 Repair ‘BRAKE BLOCK RB95’.
09.11.1994 Repair ‘BRAKE PIN’.
09.11.1994 Repair ‘END BRAKE COCK’.
09.11.1994 Repair ‘HANDBRAKE HANDLE’.
09.11.1994 Repair ‘STANCHION’.
09.11.1994 Repair ‘STANCHION’.
09.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1994 Repair ‘WHEEL SET’.
09.11.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 33 V’
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28.09.1995 Repair ‘BRAKE LEVER’.
28.09.1995 Repair ‘BRAKE SPREADER & HANGERS’.
28.09.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
13.03.1996 Alteration complete ‘MODIFY HANDBRAKE PULL ROD AND PIVOT

POINTS (2145)’.
24.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1996 Repair ‘VEHICLE RECLASSIFY’.
24.05.1996 Repair ‘VEHICLE RENUMBERED’.
24.05.1996 Repair ‘VEHICLE RETARE’.
24.05.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 33 V’
03.09.1996 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 61

Details: wagon ‘QN 61 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 08.01.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 30.05.1996
Last Single Car Test: 30.05.1996

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1989 Repair ‘LASHING POINT’.
10.07.1989 Repair ‘SIDE MEMBER’.
10.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 16 J’
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04.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FE 16 J’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘BRANCH PIPE’.
14.11.1989 Repair ‘COUPLER COMPLETE’.
14.11.1989 Repair ‘STANCHION’.
14.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 16 J’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘COUPLER COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘LASHING POINT’.
05.07.1991 Repair ‘LASHING POINT’.
05.07.1991 Repair ‘WHEEL SET’.
05.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 16 J’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1992 Repair ‘BOGIE COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘STANCHION’.
24.06.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 16 J’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BOGIE SIDEFRAME’.
04.05.1993 Repair ‘BOGIE SPRING’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
04.05.1993 Repair ‘STANCHION’.
04.05.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 16 J’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
30.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1996 Repair ‘VEHICLE RECLASSIFY’.
30.05.1996 Repair ‘VEHICLE RENUMBERED’.
30.05.1996 Repair ‘VEHICLE RETARE’.
30.05.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 16 J’
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QN 62

Details: wagon ‘QN 62 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 04.09.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 03.10.1996
Last Triple Valve: 03.06.1988
Last Single Car Test: 21.10.1996

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘COUPLER COMPLETE’.
13.07.1989 Repair ‘LASHING POINT’.
13.07.1989 Repair ‘STANCHION’.
13.07.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
13.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1989 Repair ‘LASHING POINT’.
01.11.1989 Repair ‘LASHING POINT’.
01.11.1989 Repair ‘STANCHION’.
01.11.1989 Repair ‘STANCHION’.
01.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘STANCHION’.
04.07.1991 Repair ‘VEHICLE STENCILS’.
04.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘END HOSE’.
07.10.1991 Repair ‘LASHING POINT’.
07.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘COUPLER COMPLETE’.
07.11.1991 Repair ‘END BRAKE COCK’.
07.11.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

21.06.1995 Repair ‘LASHING POINT’.
21.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
26.09.1995 Repair ‘WHEEL SET’.
26.09.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
13.03.1996 Alteration ‘MODIFY HANDBRAKE PULL ROD AND PIVOT POINTS (2145)’.
30.05.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1996 Repair ‘VEHICLE RECLASSIFY’.
30.05.1996 Repair ‘VEHICLE RENUMBERED’.
30.05.1996 Repair ‘VEHICLE RETARE’.
30.05.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 162 U’
03.10.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QN 63

Details: wagon ‘QN 63 F’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 24.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 14.06.1996
Last Single Car Test: 14.06.1996

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE COMPLETE’.
30.10.1989 Repair ‘COUPLER COMPLETE’.
30.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1989 Repair ‘LASHING POINT’.
30.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 127 K’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘BRANCH PIPE’.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘COUPLER KNUCKLE’.
05.06.1990 Repair ‘TRAIN PIPE’.
05.06.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 127 K’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

14.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Repair ‘VEHICLE RENUMBERED’.
14.06.1996 Repair ‘VEHICLE RENUMBERED’.
14.06.1996 Repair ‘VEHICLE RETARE’.
14.06.1996 Repair ‘VEHICLE RETARE’.
14.06.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 127 K’
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QN 64

Details: wagon ‘QN 64 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 11.12.1972
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 14.06.1996
Last Triple Valve: 03.04.1989
Last Brake Cylinder: 21.06.1989
Last Single Car Test: 14.06.1996

19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE
CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

14.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Repair ‘VEHICLE RENUMBERED’.
14.06.1996 Repair ‘VEHICLE RETARE’.
14.06.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 149 V’

QN 65

Details: wagon ‘QN 65 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N

11565



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 02.02.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 27.06.1996
Last Single Car Test: 27.06.1996

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1989 Repair ‘BRAKE PIN’.
06.07.1989 Repair ‘COUPLER COMPLETE’.
06.07.1989 Repair ‘LASHING POINT’.
06.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1989 Repair ‘VEHICLE STENCILS’.
06.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRAKE PIN’.
21.08.1989 Repair ‘COUPLER COMPLETE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Repair ‘LASHING POINT’.
11.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1990 Repair ‘SIDE BEARER’.
11.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘LASHING POINT’.
19.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE PIN’.
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09.10.1991 Repair ‘BRAKE PULL ROD’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘BRAKE BLOCK RB95’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘LASHING POINT’.
25.02.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘COUPLER COMPLETE’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1992 Repair ‘TRAIN PIPE (END)’.
01.06.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘END BRAKE COCK’.
17.11.1992 Repair ‘END HOSE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Repair ‘TRAIN PIPE (END)’.
17.11.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘STANCHION’.
21.06.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

12.07.1995 Repair ‘WHEEL SET’.
12.07.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 24 W’
27.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1996 Repair ‘VEHICLE RECLASSIFY’.
27.06.1996 Repair ‘VEHICLE RENUMBERED’.
27.06.1996 Repair ‘VEHICLE RETARE’.
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27.06.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 24 W’

QN 66

Details: wagon ‘QN 66 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $13010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W105
Date Built: 29.10.1973
Operating System: AN
Intended Use: LOGS
Remarks: WITH BULKHEADS
BSG Code: FTFL

Fleet Grp Code: AD NB
Return to Service Date: 27.06.1996
Last Brake Cylinder: 04.03.1993
Last Single Car Test: 27.06.1996
Last Lift: 27.08.1983

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1989 Repair ‘BOGIE COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE PULL ROD’.
11.09.1989 Repair ‘COUPLER COMPLETE’.
11.09.1989 Repair ‘LASHING POINT’.
11.09.1989 Repair ‘STANCHION’.
11.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 164 P’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 164 P’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘BRAKE BLOCK RB95’.
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31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 164 P’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘LASHING POINT’.
09.10.1991 Repair ‘SIDE MEMBER’.
09.10.1991 Repair ‘VEHICLE STENCILS’.
09.10.1991 Repair ‘WHEEL SET’.
09.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 164 P’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘END BRAKE COCK’.
28.07.1992 Repair ‘STANCHION’.
28.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 164 P’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘BRAKE PIN’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FE 164 P’
19.10.1994 Alteration complete ‘MODIFY FE CLASS LOG WAGONS FOR THE

CARRAGE OF LIGHT AND MEDIUM WIEGHT CONTAINERS. RECLASSIFY
THESE WAGON TO QN CLASS. (2142)’. Length Over Headstocks: ‘12.2m’. Tare
Weight: ‘11tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘QN’. Intended use: ‘CONTAINERS’. Capacity:
‘36T.’

27.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1996 Repair ‘VEHICLE RECLASSIFY’.
27.06.1996 Repair ‘VEHICLE RENUMBERED’.
27.06.1996 Repair ‘VEHICLE RETARE’.
27.06.1996 Issued at location ‘Launceston’ with a previous code of wagon ‘FE 164 P’

QN 74

22.05.1995 Reclassified from wagon ‘QN 74 W’ to ’ wagon ‘QN 12 C’.
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2.602 Wagon classification starting with ‘QP’

QP 1

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘END BRAKE COCK’.
23.01.1990 Repair ‘WHEEL SET’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘WEAR PLATES & SADDLES’.
24.04.1990 Repair ‘YOKE CARRIER’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BRAKE CONTROL PIPE’.
31.01.1991 Repair ‘BRANCH PIPE’.
31.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
31.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1991 Repair ‘SIDE STEP’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1993 Repair ‘VEHICLE SOLD’.

QP 2

Details: wagon ‘QP 2 V’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.07.1924
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 31.10.1996
Last Single Car Test: 29.07.1996
Last Lift: 06.10.1981

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BEARERS’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.08.1990 Repair ‘WEAR PLATES & SADDLES’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘CARD OR CLIP HOLDER’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘END SILL’.
08.06.1993 Repair ‘SIDE SILL’.
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE COMPLETE’.
20.10.1993 Repair ‘FLOOR SHEETING’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1994 Repair ‘BOGIE COMPLETE’.
12.10.1994 Repair ‘BRAKE BLOCK RB95’.
12.10.1994 Repair ‘COUPLER COMPLETE’.
12.10.1994 Repair ‘WHEEL SET’.
13.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1994 Repair ‘BOGIE COMPLETE’.
01.11.1994 Repair ‘COUPLER COMPLETE’.
17.11.1995 Repair ‘END SILL’.
17.11.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1995 Repair ‘SIDE SILL’.
20.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1996 Repair ‘DOOR SEAL’.
26.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1996 Repair ‘TANK WAG.INTERNAL INSPECTION’.

QP 3

Details: wagon ‘QP 3 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.07.1924
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 17.12.1996
Last Single Car Test: 20.06.1994
Last Lift: 22.10.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BRAKE PIN’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘WHEEL SET’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘COUPLER COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1993 Repair ‘YOKE CARRIER’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘HITCH COMPLETE’.
09.08.1993 Repair ‘TRAIN PIPE (END)’.
09.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
21.04.1995 Repair ‘BOGIE COMPLETE’.
15.05.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1996 Repair ‘DOOR OPENING MECHANISM’.
24.10.1996 Repair ‘BRANCH PIPE’.
24.10.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
17.12.1996 Repair ‘CEMENT WAG. GAUGES’.
17.12.1996 Repair ‘CEMENT WAG. VALVES’.
17.12.1996 Repair ‘DOOR OPENING MECHANISM’.

QP 4

Details: wagon ‘QP 4 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.07.1925
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX OC
BSG Code: FTFQ

Fleet Grp Code: NA ND AD
Return to Service Date: 24.09.1996
Last Triple Valve: 20.09.1996
Last Single Car Test: 25.09.1996
Last Lift: 03.09.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Repair ‘BRAKE PULL ROD’.
27.07.1989 Repair ‘SIDE BEARER’.
27.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 4 H’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 4 H’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.07.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 4 H’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.10.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 4 H’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 4 H’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE CONTROL PIPE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.02.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 4 H’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1994 Repair ‘BOGIE COMPLETE’.
21.10.1994 Repair ‘BRAKE BLOCK RB95’.
21.10.1994 Repair ‘COUPLER COMPLETE’.
21.10.1994 Repair ‘TWIST LOCK’.
21.10.1994 Repair ‘WHEEL SET’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.09.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QP 5

21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1990 Repair ‘WEAR PLATES & SADDLES’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

QP 6

Details: wagon ‘QP 6 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.07.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 22.04.1997
Due Triple Valve: 05.06.1990
Last Triple Valve: 18.12.1989
Last Single Car Test: 09.02.1996
Last Lift: 26.12.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘END BRAKE COCK’.
05.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 6 C’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 6 C’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 6 C’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BODY COMPLETE’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.12.1989 Repair ‘TRAIN PIPE’.
18.12.1989 Repair ‘VEHICLE RECLASSIFY’.
18.12.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 6 C’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.10.1992 Repair ‘BRAKE LEVER’.
14.10.1992 Repair ‘BRAKE PIN’.
14.10.1992 Repair ‘BRAKE PULL ROD’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1992 Repair ‘WHEEL SET’.
11.08.1993 Repair ‘STANCHION’.
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE LEVER’.
12.08.1993 Repair ‘TRAIN PIPE’.
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE ADAPTER’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘BRAKE BLOCK RB95’.
31.08.1993 Repair ‘COUPLER COMPLETE’.
31.08.1993 Repair ‘COUPLER KNUCKLE’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘TWIST LOCK’.
27.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BRAKE BLOCK RB95’.
27.09.1994 Repair ‘COUPLER COMPLETE’.
27.09.1994 Repair ‘END HOSE’.
27.09.1994 Repair ‘TWIST LOCK’.
27.09.1994 Repair ‘TWIST LOCK’.
27.09.1994 Repair ‘WHEEL SET’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1996 Repair ‘TWIST LOCK’.
22.04.1997 Repair ‘BRAKE PULL ROD’.

QP 7

Details: wagon ‘QP 7 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
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Date Built: 01.07.1927
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 25.11.1996
Last Single Car Test: 31.08.1994
Last Lift: 26.12.1981

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘HANDBRAKE HANDLE’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE COMPLETE’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘COUPLER COMPLETE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Repair ‘WHEEL SET’.
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1991 Repair ‘WEAR PLATES & SADDLES’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1991 Repair ‘END BRAKE COCK’.
31.07.1991 Repair ‘END HOSE’.
31.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.07.1992 Repair ‘TANK WAG. SAFETY VALVE’.
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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02.09.1992 Repair ‘BOGIE COMPLETE’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘COUPLER KNUCKLE’.
02.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE COMPLETE’.
22.02.1993 Repair ‘COUPLER COMPLETE’.
22.02.1993 Repair ‘END BRAKE COCK’.
22.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘COUPLER COMPLETE’.
17.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘TANK WAG. TANK COMPLETE’.
26.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1994 Repair ‘BOGIE COMPLETE’.
26.07.1994 Repair ‘BRAKE BLOCK RB95’.
26.07.1994 Repair ‘COUPLER COMPLETE’.
26.07.1994 Repair ‘END BRAKE COCK’.
31.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1994 Repair ‘BOGIE COMPLETE’.
31.08.1994 Repair ‘COUPLER COMPLETE’.
31.08.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
01.08.1995 Repair ‘BRAKE BLOCK RB95’.
03.05.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1996 Repair ‘DOOR OPENING MECHANISM’.
30.09.1996 Repair ‘TANK WAG. TANK COMPLETE’.
25.11.1996 Repair ‘BRAKE PULL ROD’.
25.11.1996 Repair ‘DOOR OPENING MECHANISM’.
25.11.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QP 8

12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

QP 9

Details: wagon ‘QP 9 P’ in AN ‘Tasmania Division’.

Owner: AN

11579



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.07.1928
Operating System: AN
Intended Use: CONTAINERS
Remarks: W/O 27.08.94
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 27.08.1994
Last Single Car Test: 28.07.1993
Last Lift: 13.04.1982
Cont Connector Type:] P
Cont Max Slots: 2

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘WEAR PLATES & SADDLES’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘TWIST LOCK’.
02.07.1993 Repair ‘END BRAKE COCK’.
02.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘TWIST LOCK’.
27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

QP 10

Details: wagon ‘QP 10 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 14.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.07.1928
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 18.11.1996
Last Triple Valve: 22.07.1992
Last Single Car Test: 04.04.1995
Last Lift: 10.05.1982

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘WHEEL SET’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
01.05.1992 Repair ‘TRAIN PIPE (END)’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘BRANCH PIPE’.
25.09.1992 Repair ‘COUPLER COMPLETE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘END BRAKE COCK’.
25.09.1992 Repair ‘END HOSE’.
25.09.1992 Repair ‘TRAIN PIPE (END)’.
04.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1996 Repair ‘DOOR HOPPER LOADING’.
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05.03.1996 Repair ‘DOOR HOPPER LOADING’.
30.04.1996 Repair ‘WHEEL SET’.
18.11.1996 Repair ‘DOOR OPENING MECHANISM’.

QP 11

Details: wagon ‘QP 11 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 27.07.1928
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: NA ND AD
Return to Service Date: 07.10.1996
Last Single Car Test: 21.07.1994
Last Lift: 28.07.1982

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘END BRAKE COCK’.
02.08.1989 Repair ‘END HOSE’.
02.08.1989 Repair ‘END SILL’.
02.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1989 Repair ‘SIDE BEARER’.
02.08.1989 Repair ‘TRAIN PIPE (END)’.
02.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘END BRAKE COCK’.
03.04.1992 Repair ‘WEAR PLATES & SADDLES’.
03.04.1992 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE COMPLETE’.
09.02.1993 Repair ‘BOGIE COMPLETE’.
09.02.1993 Repair ‘COUPLER COMPLETE’.
09.02.1993 Repair ‘COUPLER COMPLETE’.
09.02.1993 Repair ‘COUPLER KNUCKLE’.
09.02.1993 Repair ‘COUPLER KNUCKLE’.
09.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.09.1993 Repair ‘CEMENT WAG. VALVES’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
22.09.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 11 L’
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.06.1994 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 11 L’
20.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1994 Repair ‘BOGIE COMPLETE’.
20.07.1994 Repair ‘BRANCH PIPE’.
20.07.1994 Repair ‘COUPLER COMPLETE’.
20.07.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’
30.05.1995 Repair ‘WHEEL SET’.
30.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’
06.06.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
06.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’
07.10.1996 Repair ‘TANK WAG. TANK COMPLETE’.
07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 11 L’

QP 12

Details: wagon ‘QP 12 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.05.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: NA ND AD
Return to Service Date: 26.03.1997
Last Single Car Test: 18.09.1993
Last Lift: 29.10.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 12 U’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 12 U’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BRAKE BLOCK RB95’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘SIDE STEP’.
04.05.1992 Repair ‘WHEEL SET’.
04.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 12 U’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘BRANCH PIPE’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1992 Repair ‘SIDE BEARER’.
22.09.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 12 U’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB95’.
13.07.1993 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 12 U’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.09.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
16.09.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 12 U’
27.06.1995 Repair ‘TOP CENTRE PLATE’.
27.06.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 12 U’
25.09.1995 Repair ‘COUPLER KNUCKLE’.
25.09.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 12 U’
01.11.1995 Repair ‘DOOR OPENING MECHANISM’.
01.11.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 12 U’
20.12.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.12.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 12 U’
19.11.1996 Repair ‘DOOR OPENING MECHANISM’.
19.11.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1996 Repair ‘VEHICLE RECLASSIFY’.
19.11.1996 Repair ‘VEHICLE STENCILS’.
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19.11.1996 Issued at location ‘Railton’ with a previous code of wagon ‘FQ 12 U’
26.03.1997 Repair ‘DOOR OPENING MECHANISM’.
26.03.1997 Repair ‘DOOR SEAL’.

QP 13

Details: wagon ‘QP 13 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: NA ND AD
Return to Service Date: 26.11.1996
Last Triple Valve: 04.10.1994
Last Single Car Test: 04.04.1996
Last Lift: 07.03.1983

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 13 G’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Repair ‘COUPLER KNUCKLE’.
09.10.1989 Repair ‘WHEEL SET’.
09.10.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 13 G’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 13 G’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
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01.10.1992 Repair ‘BRAKE PULL ROD’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘COUPLER KNUCKLE’.
01.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1992 Repair ‘WHEEL SET’.
01.10.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
01.10.1992 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 13 G’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
22.09.1993 Repair ‘CEMENT WAG. VALVES’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
22.09.1993 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 13 G’
29.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1994 Repair ‘BOGIE COMPLETE’.
29.09.1994 Repair ‘BRAKE BLOCK RB95’.
29.09.1994 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1994 Repair ‘BRANCH PIPE’.
29.09.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
29.09.1994 Repair ‘COUPLER COMPLETE’.
29.09.1994 Repair ‘COUPLER TRIGGER LEVER’.
29.09.1994 Repair ‘GRADE CONTROL VALVE’.
29.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
30.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1994 Issued at location ‘Railton’ with a previous code of wagon ‘FQ 13 G’
26.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
20.12.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
20.12.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
15.02.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
02.04.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
26.08.1996 Repair ‘DOOR SEAL’.
26.08.1996 Repair ‘VEHICLE RECLASSIFY’.
26.08.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 13 G’
04.10.1996 Repair ‘TANK WAG. TANK COMPLETE’.
26.11.1996 Repair ‘DOOR OPENING MECHANISM’.
26.11.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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QP 14

Details: wagon ‘QP 14 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND AD
Return to Service Date: 21.10.1996
Last Triple Valve: 07.10.1996
Last Single Car Test: 17.06.1994
Last Lift: 09.02.1979
Cont Connector Type:] P
Cont Max Slots: 2

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘COUPLER COMPLETE’.
28.07.1989 Repair ‘STRIKING CASTING’.
28.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 14 P’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 14 P’
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘VEHICLE RECLASSIFY’.
17.12.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 14 P’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

11588



2.602. Wagon classification starting with ‘QP’

11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BRANCH PIPE’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
01.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1993 Repair ‘WHEEL SET’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1995 Repair ‘DOOR SEAL’.
26.09.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.09.1995 Repair ‘DOOR HOPPER LOADING’.
22.07.1996 Repair ‘DOOR HOPPER LOADING’.
07.10.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
07.10.1996 Repair ‘TANK WAG. TANK COMPLETE’.
21.10.1996 Repair ‘BRAKE PULL ROD’.
21.10.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

QP 15

Details: wagon ‘QP 15 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 16.03.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes
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Fleet Grp Code: AE NA ND
Return to Service Date: 11.09.1996
Due Triple Valve: 12.12.1989
Last Triple Valve: 09.02.1990
Last Brake Cylinder: 19.10.1988
Last Single Car Test: 16.07.1996
Last Lift: 01.10.1980

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK OTHER’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 15 B’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE COMPLETE’.
08.02.1990 Repair ‘BRAKE CONTROL PIPE’.
08.02.1990 Repair ‘BRAKE PIN’.
08.02.1990 Repair ‘BRANCH PIPE’.
08.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
08.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 15 B’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘BRAKE PIN’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘WHEEL SET’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE BLOCK RB95’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.07.1992 Repair ‘TANK WAG. SAFETY VALVE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE COMPLETE’.
16.09.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘CEMENT WAG. CONES’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘WHEEL SET’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1993 Repair ‘BOGIE COMPLETE’.

11590



2.602. Wagon classification starting with ‘QP’

03.03.1993 Repair ‘BRAKE LEVER’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘TANK WAG. TANK COMPLETE’.
03.08.1993 Repair ‘TANK WAG. TANK COMPLETE’.
03.08.1993 Repair ‘TANK WAG.INTERNAL INSPECTION’.
03.08.1993 Repair ‘TANK WAG.INTERNAL INSPECTION’.
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘COUPLER COMPLETE’.
23.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘TANK WAG. TANK COMPLETE’.
17.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1994 Repair ‘BOGIE COMPLETE’.
17.06.1994 Repair ‘COUPLER COMPLETE’.
17.06.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
31.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1995 Repair ‘BOGIE COMPLETE’.
31.01.1995 Repair ‘BRAKE BLOCK RB95’.
31.01.1995 Repair ‘BRAKE LEVER’.
31.01.1995 Repair ‘COUPLER COMPLETE’.
20.12.1995 Repair ‘BRAKE LEVER’.
19.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1996 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
11.09.1996 Repair ‘BRANCH PIPE’.

QP 16

Details: wagon ‘QP 16 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
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Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTFQ

Capacity of 49 tonnes

Fleet Grp Code: AD NA ND
Return to Service Date: 04.10.1996
Last Triple Valve: 08.05.1995
Last Single Car Test: 05.10.1994
Last Lift: 09.12.1983
Cont Connector Type:] P
Cont Max Slots: 2

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

06.09.1989 Repair ‘END BRAKE COCK’.
06.09.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 16 K’
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘FQ 16 K’
09.11.1989 Repair ‘END HOSE’.
09.11.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 16 K’
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
17.11.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 16 K’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BRAKE LEVER’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1993 Repair ‘TRAIN PIPE’.
04.08.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 16 K’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BRAKE PIN’.
06.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 16 K’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 16 K’
05.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1994 Repair ‘BOGIE COMPLETE’.
05.10.1994 Repair ‘BRAKE BLOCK RB95’.
05.10.1994 Repair ‘COUPLER COMPLETE’.
05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Repair ‘VEHICLE STENCILS’.
05.10.1994 Repair ‘WHEEL SET’.
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05.10.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon
‘FQ 16 K’

28.04.1995 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
24.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

QP 20

Details: wagon ‘QP 20 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTFQ

Fleet Grp Code: AD NA ND
Return to Service Date: 02.08.1996
Due Triple Valve: 05.08.1997
Last Brake Cylinder: 05.08.1996
Last Single Car Test: 08.12.1992
Last Lift: 22.02.1984

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.07.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 20 K’
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FQ 20 K’
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 20 K’
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Issued at location ‘South burnie’ with a previous code of wagon ‘FQ 20 K’
05.01.1990 Repair ‘BRAKE BLOCK RB95’.
05.01.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 20 K’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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22.03.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 20 K’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘COUPLER COMPLETE’.
09.11.1990 Repair ‘END BRAKE COCK’.
09.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 20 K’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘WHEEL SET’.
05.06.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 20 K’
20.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘BRAKE PIN’.
20.06.1991 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 20 K’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘END HOSE’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 20 K’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 20 K’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘BRAKE LEVER’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘END BRAKE COCK’.
08.12.1992 Repair ‘WEAR PLATES & SADDLES’.
08.12.1992 Repair ‘WHEEL SET’.
08.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 20 K’
02.08.1996 Repair ‘BRAKE BLOCK RB95’.
02.08.1996 Repair ‘BRANCH PIPE’.
02.08.1996 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
02.08.1996 Repair ‘END HOSE’.
02.08.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1996 Repair ‘TRAIN PIPE (END)’.
02.08.1996 Repair ‘VEHICLE RECLASSIFY’.
02.08.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 20 K’
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QP 21

Details: wagon ‘QP 21 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 16.05.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 21.11.1995
Last Single Car Test: 16.12.1994
Last Lift: 22.02.1984

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘TOP CENTRE PLATE’.
26.02.1991 Repair ‘WEAR PLATES & SADDLES’.
26.02.1991 Repair ‘WHEEL SET’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BOGIE COMPLETE’.
24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘COUPLER COMPLETE’.
19.04.1993 Repair ‘SIDE BEARER’.
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19.04.1993 Repair ‘WHEEL SET’.
13.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1994 Repair ‘BOGIE COMPLETE’.
13.12.1994 Repair ‘COUPLER COMPLETE’.
21.11.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QP 22

Details: wagon ‘QP 22 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 23.03.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTFQ

Fleet Grp Code: AD NA ND
Return to Service Date: 29.04.1997
Due Triple Valve: 11.07.1997
Last Brake Cylinder: 31.01.1994
Last Single Car Test: 11.07.1996
Last Lift: 14.01.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 22 F’
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 22 F’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BRAKE PIN’.
27.05.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Repair ‘COUPLER COMPLETE’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘WHEEL SET’.
27.05.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 22 F’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 22 F’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1994 Repair ‘BOGIE COMPLETE’.
31.01.1994 Repair ‘COUPLER COMPLETE’.
31.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 22 F’
28.08.1995 Repair ‘COUPLER COMPLETE’.
28.08.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 22 F’
02.10.1995 Repair ‘BRAKE BLOCK RB95’.
02.10.1995 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 22 F’
11.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1996 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
11.07.1996 Repair ‘COUPLER TRIGGER LEVER’.
11.07.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1996 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 22 F’
29.04.1997 Repair ‘BRAKE BLOCK RB95’.
29.04.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1997 Repair ‘VEHICLE RECLASSIFY’.
29.04.1997 Repair ‘VEHICLE STENCILS’.
29.04.1997 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 22 F’

QP 23

Details: wagon ‘QP 23 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 11.07.1962
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTFQ
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Fleet Grp Code: AD NA ND
Return to Service Date: 25.03.1997
Last Brake Cylinder: 13.11.1990
Last Single Car Test: 26.02.1991
Last Lift: 21.10.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘FQ 23 Y’
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 23 Y’
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 23 Y’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1990 Repair ‘BOGIE COMPLETE’.
12.11.1990 Repair ‘COUPLER COMPLETE’.
12.11.1990 Repair ‘END SILL’.
12.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 23 Y’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Repair ‘BRAKE BLOCK OTHER’.
26.02.1991 Repair ‘BRAKE BLOCK RB95’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘WEAR PLATES & SADDLES’.
26.02.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 23 Y’
25.03.1997 Repair ‘VEHICLE RECLASSIFY’.
25.03.1997 Repair ‘VEHICLE STENCILS’.
25.03.1997 Repair ‘WHEEL SET’.
25.03.1997 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 23 Y’

QP 24

Details: wagon ‘QP 24 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
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Diagram Book Page No.: T W123
Date Built: 30.04.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: AD NA ND
Return to Service Date: 30.09.1996
Last Single Car Test: 24.08.1994
Last Lift: 23.12.1980

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘BOGIE COMPLETE’.
13.11.1990 Repair ‘BRAKE BLOCK RB95’.
13.11.1990 Repair ‘COUPLER COMPLETE’.
13.11.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 24 A’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1991 Repair ‘BOGIE COMPLETE’.
27.03.1991 Repair ‘COUPLER COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘TOP CENTRE PLATE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 24 A’
24.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1994 Repair ‘BOGIE COMPLETE’.
24.08.1994 Repair ‘BRAKE BLOCK RB95’.
24.08.1994 Repair ‘COUPLER COMPLETE’.
24.08.1994 Repair ‘WHEEL SET’.
24.08.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 24 A’
30.09.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1996 Repair ‘DISCHARGE DOOR’.
30.09.1996 Repair ‘VEHICLE STENCILS’.
30.09.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 24 A’

QP 27

Details: wagon ‘QP 27 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5100
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 05.08.1959
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: AD NA ND
Return to Service Date: 02.09.1996
Due Triple Valve: 01.12.1993
Last Single Car Test: 03.07.1996
Last Lift: 15.10.1982

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘TOP CENTRE PLATE’.
30.05.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 27 E’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE COMPLETE’.
01.12.1992 Repair ‘BRAKE BLOCK RB95’.
01.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BOGIE COMPLETE’.
25.01.1993 Repair ‘BRAKE BLOCK RB95’.
25.01.1993 Repair ‘COUPLER COMPLETE’.
25.01.1993 Repair ‘COUPLER KNUCKLE’.
25.01.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 27 E’
13.07.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 27 E’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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17.08.1993 Issued at location ‘Hobart’ with a previous code of wagon ‘FQ 27 E’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1994 Repair ‘BRAKE PIN’.
09.05.1994 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 27 E’
22.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1994 Repair ‘BOGIE COMPLETE’.
22.11.1994 Repair ‘BRAKE BLOCK RB95’.
22.11.1994 Repair ‘COUPLER COMPLETE’.
22.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1994 Repair ‘WHEEL SET’.
22.11.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’
11.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1995 Repair ‘BRAKE BLOCK RB95’.
11.01.1995 Repair ‘BRANCH PIPE’.
11.01.1995 Repair ‘HOSE FITTINGS’.
11.01.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’
08.11.1995 Repair ‘WHEEL SET’.
08.11.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’
17.11.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’
25.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1996 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 27 E’
02.09.1996 Repair ‘TOP CENTRE PLATE’.
02.09.1996 Repair ‘VEHICLE RECLASSIFY’.
02.09.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 27 E’

QP 29

Details: wagon ‘QP 29 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTFQ

Capacity of 49 tonnes

Fleet Grp Code: AD NA ND
Last Single Car Test: 10.10.1994
Last Lift: 23.12.1982
Cont Connector Type:] P
Cont Max Slots: 2

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘BRANCH PIPE’.
13.05.1992 Repair ‘END SILL’.
13.05.1992 Repair ‘FLOOR SHEETING’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Repair ‘STEP’.
13.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 29 W’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 29 W’
21.01.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 29 W’
10.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1994 Repair ‘BOGIE COMPLETE’.
10.10.1994 Repair ‘BRAKE BLOCK RB95’.
10.10.1994 Repair ‘COUPLER COMPLETE’.
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Repair ‘VEHICLE STENCILS’.
10.10.1994 Repair ‘WHEEL SET’.
10.10.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 29 W’

QP 30

Details: wagon ‘QP 30 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 23.03.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: AD NA ND
Return to Service Date: 26.08.1996
Last Single Car Test: 20.02.1996
Last Lift: 26.02.1982

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 30 S’
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 30 S’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 30 S’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.11.1990 Repair ‘END BRAKE COCK’.
19.11.1990 Repair ‘STRIKING CASTING’.
19.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘FQ 30 S’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1992 Repair ‘BOGIE COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘COUPLER COMPLETE’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 30 S’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘STANCHION’.
16.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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16.04.1993 Repair ‘WEAR PLATES & SADDLES’.
16.04.1993 Repair ‘YOKE COMPLETE’.
16.04.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 30 S’
20.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 30 S’
26.08.1996 Repair ‘DISCHARGE DOOR’.
26.08.1996 Repair ‘VEHICLE RECLASSIFY’.
26.08.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 30 S’

QP 31

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.03.1993 Repair ‘VEHICLE SOLD’.

QP 33

Details: wagon ‘QP 33 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 14.03.1997
Last Brake Cylinder: 03.06.1991
Last Single Car Test: 08.02.1995
Last Lift: 06.02.1980

10.07.1989 Repair ‘BRAKE BLOCK RB95’.
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14.09.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘BRAKE PULL ROD’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘SIDE BEARER’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘WEAR PLATES & SADDLES’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘WHEEL SET’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘SIDE BEARER’.
26.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1994 Repair ‘BOGIE COMPLETE’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘COUPLER COMPLETE’.
25.03.1994 Repair ‘COUPLER KNUCKLE’.
25.03.1994 Repair ‘WHEEL SET’.
28.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1994 Repair ‘BOGIE COMPLETE’.
28.06.1994 Repair ‘BRAKE BLOCK RB95’.
28.06.1994 Repair ‘COUPLER COMPLETE’.
28.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1994 Repair ‘WHEEL SET’.
28.06.1994 Repair ‘YOKE COMPLETE’.
31.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1995 Repair ‘BOGIE COMPLETE’.
31.01.1995 Repair ‘COUPLER COMPLETE’.
31.01.1995 Repair ‘END BRAKE COCK’.
31.01.1995 Repair ‘GRADE CONTROL VALVE’.
14.03.1997 Repair ‘DOOR OPENING MECHANISM’.

QP 34

Details: wagon ‘QP 34 R’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 18.08.1928
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: NA ND
Return to Service Date: 02.08.1995
Last Triple Valve: 04.06.1993
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 02.08.1995
Last Lift: 15.04.1985

03.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘COUPLER COMPLETE’.
04.08.1992 Repair ‘COUPLER KNUCKLE’.
04.08.1992 Repair ‘WHEEL SET’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.06.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘BRAKE CONTROL PIPE’.
04.06.1993 Repair ‘BRAKE PULL ROD’.
04.06.1993 Repair ‘BRANCH PIPE’.
04.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘SIDE MEMBER’.
02.08.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QP 36

Details: wagon ‘QP 36 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 18.06.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Corporate ID flag: Y
Fleet Grp Code: AD NA ND
Return to Service Date: 10.02.1997
Last Single Car Test: 18.03.1994
Last Lift: 02.04.1985

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 36 D’
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 36 D’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘WHEEL SET’.
09.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 36 D’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE ADAPTER’.
15.01.1992 Repair ‘BOGIE COMPLETE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘COUPLER COMPLETE’.
15.01.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1992 Repair ‘TRAIN PIPE’.
15.01.1992 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 36 D’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 36 D’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1993 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 36 D’
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17.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1994 Repair ‘BOGIE COMPLETE’.
17.03.1994 Repair ‘BRAKE BLOCK RB95’.
17.03.1994 Repair ‘COUPLER COMPLETE’.
17.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1994 Repair ‘WHEEL SET’.
17.03.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 36 D’
16.07.1996 Repair ‘DISCHARGE DOOR’.
16.07.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 36 D’
10.02.1997 Repair ‘DISCHARGE DOOR’.
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Repair ‘VEHICLE RENUMBERED’.
10.02.1997 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 36 D’

QP 37

Details: wagon ‘QP 37 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 20.04.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTFQ

Fleet Grp Code: AD NA ND
Return to Service Date: 18.04.1997
Last Single Car Test: 21.09.1993
Last Lift: 23.09.1981

16.02.1988 Alteration complete ‘RECLASSIFY FQ TO QP CLASS WAGONS. (2099)’.
New class: ‘QP’.

28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
28.05.1990 Repair ‘BRAKE PULL ROD’.
28.05.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘FQ 37 M’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

11608



2.602. Wagon classification starting with ‘QP’

12.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 37 M’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 37 M’
18.04.1997 Repair ‘VEHICLE RECLASSIFY’.
18.04.1997 Repair ‘VEHICLE STENCILS’.
18.04.1997 Repair ‘WHEEL SET’.
18.04.1997 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FQ 37 M’

QP 39

Details: wagon ‘QP 39 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQ
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 10.03.1992
Due Triple Valve: 27.02.1991
Last Single Car Test: 13.11.1991
Last Lift: 06.10.1982

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1990 Repair ‘BOGIE COMPLETE’.
12.12.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘BRAKE PULL ROD’.
13.11.1991 Repair ‘COUPLER COMPLETE’.
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QP 42

Details: wagon ‘QP 42 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2210
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGF
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 15.08.1995
Last Single Car Test: 03.10.1991
Last Lift: 08.09.1980

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.
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28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BOGIE COMPLETE’.
28.03.1991 Repair ‘COUPLER COMPLETE’.
28.03.1991 Repair ‘DRAFT GEAR POCKET’.
28.03.1991 Repair ‘TOP CENTRE PLATE’.
28.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘TWIST LOCK’.
15.08.1995 Repair ‘BRAKE PULL ROD’.

QP 43

Details: wagon ‘QP 43 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2160
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1926
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOGA
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 15.08.1996
Due Triple Valve: 15.08.1997
Last Single Car Test: 01.07.1996
Last Lift: 03.08.1982

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE PIN’.
23.08.1989 Repair ‘SIDE BEARER’.
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14.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘BOGIE COMPLETE’.
20.05.1991 Repair ‘BRAKE LEVER’.
20.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1991 Repair ‘WEAR PLATES & SADDLES’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘BRAKE BLOCK RB95’.
02.06.1993 Repair ‘BRAKE PIN’.
02.06.1993 Repair ‘BRAKE PULL ROD’.
02.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1993 Repair ‘BRANCH PIPE’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘VEHICLE STENCILS’.
02.06.1993 Repair ‘WHEEL SET’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
01.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1996 Repair ‘WHEEL SET’.
15.08.1996 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV”.

QP 48

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

QP 49

Details: wagon ‘QP 49 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
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Tare Weight: 13.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 13.05.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOWL
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 08.02.1996
Last Triple Valve: 23.07.1991
Last Single Car Test: 08.02.1996
Last Lift: 09.02.1987

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

02.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
05.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BRAKE CONTROL PIPE’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘BRANCH PIPE’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘VEHICLE RETARE’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘BRAKE BLOCK RB95’.
11.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.05.1992 Repair ‘FLOOR SHEETING’.
11.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1992 Repair ‘SIDE BEARER’.
11.05.1992 Repair ‘TRANSOM’.
11.05.1992 Repair ‘WHEEL SET’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘BRAKE PULL ROD’.
07.07.1992 Repair ‘COUPLER COMPLETE’.
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘BRANCH PIPE’.
04.06.1993 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE PULL ROD’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
15.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1994 Repair ‘BOGIE COMPLETE’.
15.12.1994 Repair ‘COUPLER COMPLETE’.
15.12.1994 Repair ‘END FRAME MEMBER’.
15.12.1994 Repair ‘SIDE MEMBER’.
15.12.1994 Repair ‘WHEEL SET’.
20.12.1995 Repair ‘BRAKE PULL ROD’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QP 50

Details: wagon ‘QP 50 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 01.01.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOWY
BSG Code: FTQQ

Capacity of 49 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD WT
Return to Service Date: 10.04.1997
Last Triple Valve: 11.08.1994
Last Single Car Test: 10.04.1997
Last Lift: 18.04.1987
Cont Connector Type:] S
Cont Max Slots: 4

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
18.04.1991 Repair ‘END HOSE’.
18.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Repair ‘HANDBRAKE HANDLE’.
18.04.1991 Repair ‘HOSE FITTINGS’.
18.04.1991 Repair ‘NYLON HOSE’.
18.04.1991 Repair ‘SIDE BEARER’.
18.04.1991 Repair ‘TOP CENTRE PLATE’.
18.04.1991 Repair ‘VEHICLE LOAD CAPACITY’.
18.04.1991 Repair ‘VEHICLE RECLASSIFY’.
18.04.1991 Repair ‘VEHICLE RENUMBERED’.
18.04.1991 Repair ‘VEHICLE RETARE’.
18.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AOWY 9 F’
18.04.1991 Alteration complete ‘RECLASSIFY UNDERFRAME AOWY CLASS TO NEW

CLASSIFICATION QP CLASS (2135)’. New class: ‘QP’.
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘BRAKE PIN’.
03.12.1991 Repair ‘BRAKE PULL ROD’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1994 Repair ‘BOGIE COMPLETE’.
05.08.1994 Repair ‘BRAKE BLOCK RB95’.
05.08.1994 Repair ‘BRAKE PULL ROD’.
05.08.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
05.08.1994 Repair ‘COUPLER COMPLETE’.
05.08.1994 Repair ‘COUPLER KNUCKLE’.
05.08.1994 Repair ‘HANDBRAKE HANDLE’.
05.08.1994 Repair ‘SIDE BEARER’.
05.08.1994 Repair ‘WHEEL SET’.
31.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.03.1995 Repair ‘BRAKE PULL ROD’.
17.05.1995 Repair ‘GRADE CONTROL VALVE’.
14.03.1997 Repair ‘WHEEL SET’.
10.04.1997 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QP 51

Details: wagon ‘QP 51 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 25.06.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOWY
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 18.07.1996
Last Triple Valve: 22.04.1991
Last Single Car Test: 18.07.1996
Last Lift: 12.08.1982
Cont Connector Type:] P
Cont Max Slots: 2

17.07.1986 Alteration complete ‘1.REMOVE 40 T ROLLER BG. BOGIES FROM 20 NO.
‘AOWY’ WAGONS AND REPLACE WITH CAST STEEL PLAIN BG. OR BAR FRAME
BOGIES. RECLASSIFY ‘AOWA’. 2.REMOVE 50 T R.C.BOGIES FROM 20 NO.
‘AOGY,AOGF OR AOSY’ WAGONS AND REPLACE WITH 40 T ROLLER BG.
BOGIES FROM ‘AOWY’ WAGONS. 3. FIT 50 T R.C. BOGIES TO ‘AHDL’ WAGONS
(‘ABCY’ CONVERSIONS) RECLASSIFY AS EXCHANGE BOGIES. (RS4134)’.

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.04.1991 Alteration complete ‘RECLASSIFY UNDERFRAME AOWY CLASS TO NEW

CLASSIFICATION QP CLASS (2135)’. New class: ‘QP’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.04.1991 Repair ‘END HOSE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘HANDBRAKE HANDLE’.
22.04.1991 Repair ‘HOSE FITTINGS’.
22.04.1991 Repair ‘NYLON HOSE’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
22.04.1991 Repair ‘VEHICLE LOAD CAPACITY’.
22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Repair ‘VEHICLE RENUMBERED’.
22.04.1991 Repair ‘VEHICLE RETARE’.
22.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AOWY 1 C’
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1991 Repair ‘BODY COMPLETE’.
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BODY COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE PULL ROD’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘SIDE BEARER’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRAKE BLOCK RB95’.
13.08.1992 Repair ‘BRAKE PIN’.
13.08.1992 Repair ‘COUPLER COMPLETE’.
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.12.1992 Repair ‘COUPLER COMPLETE’.
09.12.1992 Repair ‘SIDE BEARER’.
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘END BRAKE COCK’.
20.09.1993 Repair ‘TRAIN PIPE’.
09.07.1996 Repair ‘BOGIE COMPLETE’.
18.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

QP 52

Details: wagon ‘QP 52 P’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 24.02.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOWY
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 13.06.1996
Last Triple Valve: 07.06.1988
Last Brake Cylinder: 14.06.1996
Last Single Car Test: 13.10.1994
Last Lift: 17.01.1986

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRANCH PIPE’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRANCH PIPE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘BRANCH PIPE’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
16.07.1991 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB95’.
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13.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1994 Repair ‘BOGIE COMPLETE’.
13.10.1994 Repair ‘BRAKE BLOCK RB95’.
13.10.1994 Repair ‘COUPLER COMPLETE’.
13.10.1994 Repair ‘WHEEL SET’.
11.12.1995 Repair ‘WHEEL SET’.
13.06.1996 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

QP 53

Details: wagon ‘QP 53 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 13.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 11.03.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOWY
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: NA ND
Return to Service Date: 21.06.1996
Last Triple Valve: 12.09.1991
Last Single Car Test: 25.06.1996
Last Lift: 26.09.1983

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘BRAKE BLOCK RB95’.
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22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘COUPLER COMPLETE’.
22.01.1991 Repair ‘COUPLER KNUCKLE’.
22.01.1991 Repair ‘TRAIN PIPE’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE BLOCK OTHER’.
21.05.1991 Repair ‘BRANCH PIPE’.
21.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
11.09.1991 Repair ‘FLOOR COMPLETE’.
11.09.1991 Repair ‘SIDE BEARER’.
11.09.1991 Repair ‘VEHICLE RETARE’.
11.09.1991 Repair ‘VEHICLE STENCILS’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BRAKE LEVER’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRAKE LEVER’.
24.01.1994 Repair ‘BRAKE PULL ROD’.
24.01.1994 Repair ‘BRAKE PULL ROD’.
12.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1994 Repair ‘BOGIE COMPLETE’.
12.04.1994 Repair ‘BRAKE PIN’.
12.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
12.04.1994 Repair ‘COUPLER COMPLETE’.
21.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

QP 54

Details: wagon ‘QP 54 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 27.04.1925
Operating System: AN

11620



2.602. Wagon classification starting with ‘QP’

Intended Use: CONTAINERS
Remarks: EX AOWY
BSG Code: FTQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WT
Return to Service Date: 15.07.1996
Last Triple Valve: 22.04.1991
Last Single Car Test: 08.12.1993
Last Lift: 28.03.1987
Cont Connector Type:] P
Cont Max Slots: 2

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

18.04.1991 Alteration complete ‘RECLASSIFY UNDERFRAME AOWY CLASS TO NEW
CLASSIFICATION QP CLASS (2135)’. New class: ‘QP’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.04.1991 Repair ‘END HOSE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘HANDBRAKE HANDLE’.
22.04.1991 Repair ‘HOSE FITTINGS’.
22.04.1991 Repair ‘NYLON HOSE’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
22.04.1991 Repair ‘VEHICLE LOAD CAPACITY’.
22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Repair ‘VEHICLE RENUMBERED’.
22.04.1991 Repair ‘VEHICLE RETARE’.
22.04.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AOWY 2 L’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘WHEEL SET’.
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BRAKE PIN’.
27.07.1992 Repair ‘BRAKE PULL ROD’.
27.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘BRAKE PIN’.
14.06.1996 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1996 Repair ‘BRAKE BLOCK RB95’.
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QP 55

Details: wagon ‘QP 55 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 14.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W123
Date Built: 14.04.1925
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AOWY
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: AD WT
Return to Service Date: 06.12.1996
Last Triple Valve: 22.05.1991
Last Brake Cylinder: 22.05.1991
Last Single Car Test: 15.11.1994
Last Lift: 28.02.1987
Cont Connector Type:] P
Cont Max Slots: 2

24.10.1986 Alteration complete ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’
WAGONS TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL
TO SUPPLY AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO.
D.6-W-890. (RS4158)’. New class: ‘QP’.

18.04.1991 Alteration complete ‘RECLASSIFY UNDERFRAME AOWY CLASS TO NEW
CLASSIFICATION QP CLASS (2135)’. New class: ‘QP’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘BRAKE CONTROL PIPE’.
22.05.1991 Repair ‘BRAKE PULL ROD’.
22.05.1991 Repair ‘BRANCH PIPE’.
22.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M”.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘END HOSE’.
22.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1991 Repair ‘HANDBRAKE HANDLE’.
22.05.1991 Repair ‘HOSE FITTINGS’.
22.05.1991 Repair ‘NYLON HOSE’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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22.05.1991 Repair ‘SIDE BEARER’.
22.05.1991 Repair ‘TOP CENTRE PLATE’.
22.05.1991 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1991 Repair ‘VEHICLE RECLASSIFY’.
22.05.1991 Repair ‘VEHICLE RENUMBERED’.
22.05.1991 Repair ‘VEHICLE RETARE’.
22.05.1991 Repair ‘YOKE COMPLETE’.
22.05.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AOWY 6 B’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE PIN’.
01.06.1993 Repair ‘END SILL’.
01.06.1993 Repair ‘WHEEL SET’.
14.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.11.1994 Repair ‘BOGIE COMPLETE’.
14.11.1994 Repair ‘BRAKE BLOCK RB95’.
14.11.1994 Repair ‘COUPLER COMPLETE’.
14.11.1994 Repair ‘WEAR PLATES & SADDLES’.
14.11.1994 Repair ‘WHEEL SET’.
06.12.1996 Repair ‘BRAKE PIN’.

QP 56

Details: wagon ‘QP 56 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2150
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W124
Date Built: 01.01.1926
Operating System: AN
Intended Use: GENERAL
Remarks: EX CE
BSG Code: FTOZ

Capacity of 46 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 22.08.1996
Last Single Car Test: 25.11.1994
Last Lift: 22.08.1983

11.07.1988 Alteration ‘RECLASSIFY CE WAGONS TO OE CLASS (2098)’. New class:
‘OE’.
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02.08.1989 Repair ‘END HOSE’.
02.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘CE 15 U’
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘CE 15 U’
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘CE 15 U’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE COMPLETE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘SIDE COMPLETE’.
02.10.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 15 U’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘CE 15 U’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.04.1991 Repair ‘BRAKE PIN’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘END BRAKE COCK’.
03.04.1991 Repair ‘WHEEL SET’.
03.04.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 15 U’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘WHEEL SET’.
04.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘CE 15 U’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘STEP’.
12.12.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘CE 15 U’
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Repair ‘VEHICLE RENUMBERED’.
25.11.1994 Issued at location ‘Launceston’ with a previous code of wagon ‘CE 15 U’
25.11.1994 Alteration complete ‘CONVERT CE CLASS TO QP CLASS CONTAINER

WAGON. REMOVE ENDS AND FIT CON TAINER POCKETS. (2143)’. New class:
‘QP’.

21.09.1995 Repair ‘BRAKE BLOCK RB95’.
28.09.1995 Repair ‘WHEEL SET’.
18.12.1995 Repair ‘GRADE CONTROL VALVE’.
22.08.1996 Repair ‘BRAKE CONTROL PIPE’.

QP 57

Details: wagon ‘QP 57 Y’ in AN ‘Tasmania Division’.
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2.602. Wagon classification starting with ‘QP’

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
Date Built: 01.01.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;TO TAS 1987;STORED
BSG Code: FTOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 10.12.1996
Due Triple Valve: 01.12.1987
Last Lift: 01.03.1982

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

10.12.1996 Repair ‘VEHICLE RECLASSIFY’.
10.12.1996 Repair ‘VEHICLE RENUMBERED’.
10.12.1996 Issued at location ‘Burnie’ with a previous code of wagon ‘AOWY 19 N’
11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS

TO QP CLASS (2154)’. New class: ‘QP’.

QP 58

Details: wagon ‘QP 58 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 18tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 27.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CONV FOR TAS 14.03.87;STORED
BSG Code: FTOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WT
Return to Service Date: 11.12.1996
Last Lift: 14.03.1987

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.12.1996 Repair ‘VEHICLE RECLASSIFY’.
11.12.1996 Repair ‘VEHICLE RENUMBERED’.
11.12.1996 Issued at location ‘Hobart’ with a previous code of wagon ‘AOWY 92 Y’
11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS

TO QP CLASS (2154)’. New class: ‘QP’.

QP 59

Details: wagon ‘QP 59 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
Date Built: 20.10.1928
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CONV FOR TAS 14.03.87;STORED
BSG Code: FTOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WT
Return to Service Date: 11.12.1996
Due Triple Valve: 01.12.1987
Last Lift: 14.03.1987
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2.602. Wagon classification starting with ‘QP’

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.12.1996 Repair ‘VEHICLE RECLASSIFY’.
11.12.1996 Repair ‘VEHICLE RENUMBERED’.
11.12.1996 Issued at location ‘Hobart’ with a previous code of wagon ‘AOWY 24 W’
11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS

TO QP CLASS (2154)’. New class: ‘QP’.

QP 60

Details: wagon ‘QP 60 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
Date Built: 24.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;TO TAS 1987;STORED
BSG Code: FTOZ

Capacity of 44 tonnes

Fleet Grp Code: AD
Return to Service Date: 18.04.1997
Last Lift: 22.02.1982

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.12.1996 Repair ‘VEHICLE RECLASSIFY’.
11.12.1996 Repair ‘VEHICLE RENUMBERED’.
11.12.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘AOWY 90 T’
11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS

TO QP CLASS (2154)’. New class: ‘QP’.
18.04.1997 Repair ‘COUPLER KNUCKLE’.
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QP 61

Details: wagon ‘QP 61 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
Date Built: 18.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;TO TAS 1987;STORED
BSG Code: FTOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 13.12.1996
Last Lift: 12.06.1986

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS
TO QP CLASS (2154)’. New class: ‘QP’.

13.12.1996 Repair ‘VEHICLE RECLASSIFY’.
13.12.1996 Repair ‘VEHICLE RENUMBERED’.
13.12.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘AOWY 25 X’

QP 62

Details: wagon ‘QP 62 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
Date Built: 23.06.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CONV FOR TAS 03.04.87;STORED
BSG Code: FTOZ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WT
Return to Service Date: 16.12.1996
Last Lift: 03.04.1987

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS
TO QP CLASS (2154)’. New class: ‘QP’.

16.12.1996 Repair ‘VEHICLE RECLASSIFY’.
16.12.1996 Repair ‘VEHICLE RENUMBERED’.
16.12.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘AOWY 22 E’

QP 63

Details: wagon ‘QP 63 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $3220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB G-7
Date Built: 13.03.1925
Operating System: AN
Intended Use: GENERAL
Remarks: EX OWS;CONV FOR TAS 07.03.87;STORED
BSG Code: FTOZ
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Capacity of 44 tonnes

Fleet Grp Code: AD WT
Return to Service Date: 17.12.1996
Last Lift: 07.03.1987

24.10.1986 Alteration ‘CONVERSION OF 25 ‘AOWY’, 3 ‘AOWA’ AND 8 ‘AOWL’ WAGONS
TO CLASS ‘FQ’ CONTAINER WAGONS, 1067 GA, TASRAIL. TASRAIL TO SUPPLY
AND FIT SCREW TYPE HANDBRAKE ASSY TO TASRAIL DRG NO. D.6-W-890.
(RS4158)’. New class: ‘QP’.

11.12.1996 Alteration complete ‘CONVERSION OF 10 ONLY AOWY CLASS WAGONS
TO QP CLASS (2154)’. New class: ‘QP’.

17.12.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Repair ‘VEHICLE RENUMBERED’.
17.12.1996 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘AOWY 97 N’

QP 64

Details: wagon ‘QP 64 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.12.1960
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX OWS, TO TAS 1987
BSG Code: FTOZ

Capacity of 49 tonnes

Fleet Grp Code: AD
Return to Service Date: 06.02.1997
Cont Connector Type:] P
Cont Max Slots: 2

06.02.1997 Repair ‘TRAIN PIPE’.

QP 65

Details: wagon ‘QP 65 E’ in AN ‘Mainland Division’.

Owner: AN
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2.603. Wagon classification starting with ‘QQ’

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.12.1960
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX OWS; TO TAS 1987
BSG Code: FTOZ

Capacity of 49 tonnes

Fleet Grp Code: AD
Cont Connector Type:] P
Cont Max Slots: 2

QP 66

Details: wagon ‘QP 66 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.12.1960
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX OWS; TO TAS 1987
BSG Code: FTOZ

Capacity of 49 tonnes

Fleet Grp Code: AD
Cont Connector Type:] P
Cont Max Slots: 2

2.603 Wagon classification starting with ‘QQ’

QQ 1

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.
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QQ 4

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

QQ 6

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.12.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.604 Wagon classification starting with ‘QT’

QT 1

Details: wagon ‘QT 1 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10290
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W134
Date Built: 26.01.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEX
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 15.07.1993
Last Single Car Test: 29.08.1991
Last Lift: 29.11.1976

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
07.11.1989 Repair ‘LASHING POINT’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘END BRAKE COCK’.
29.08.1991 Repair ‘END HOSE’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
15.07.1993 Repair ‘END BRAKE COCK’.
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2.604. Wagon classification starting with ‘QT’

QT 2

Details: wagon ‘QT 2 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 14.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10290
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W134
Date Built: 26.11.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEX
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 11.04.1997
Last Single Car Test: 21.04.1994
Last Lift: 22.12.1981

20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1994 Repair ‘BOGIE COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘BRAKE PULL ROD’.
20.04.1994 Repair ‘COUPLER COMPLETE’.
11.04.1997 Repair ‘WHEEL SET’.

QT 3

Details: wagon ‘QT 3 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 15tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $10290
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
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Diagram Book Page No.: T W134
Date Built: 06.12.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEX
BSG Code: FTQQ

Capacity of 49 tonnes

Fleet Grp Code: AD NA
Return to Service Date: 10.04.1997
Last Single Car Test: 19.09.1991
Last Lift: 05.11.1980

19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘COUPLER COMPLETE’.
19.09.1991 Repair ‘END BRAKE COCK’.
19.09.1991 Repair ‘TRAIN PIPE (END)’.
21.05.1993 Repair ‘LASHING POINT’.
11.02.1997 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1997 Repair ‘WHEEL SET’.

2.605 Wagon classification starting with ‘R’

R 19

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

R 35

12.02.1991 Repair ‘BOGIE BEARINGS’.
12.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 38

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

R 39

19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 41

17.01.1991 Reclassified from wagon ‘R 41 N’ to ’ wagon ‘AZVF 41 A’.
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2.605. Wagon classification starting with ‘R’

R 42

18.08.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 51

18.01.1991 Reclassified from wagon ‘R 51 V’ to ’ wagon ‘AZVF 51 X’.

R 52

23.07.1991 Reclassified from wagon ‘R 52 H’ to ’ wagon ‘AZTF 52 L’.

R 54

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 61

05.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 71

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 72

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 84

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 89

Details: wagon ‘R 89 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
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Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 26.05.1914
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 01.05.1985
Last Lift: 12.06.1974

R 91

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 92

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 95

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 99

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 100

Details: wagon ‘R 100 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 10.07.1914
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2.605. Wagon classification starting with ‘R’

Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 25.06.1982
Last Lift: 07.04.1973

R 244

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 255

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 272

02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

R 273

01.02.1990 Repair ‘VEHICLE COMPLETE’.
24.06.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 281

12.02.1991 Repair ‘BOGIE BEARINGS’.
12.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 282

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 284

18.08.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.
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R 285

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

R 306

02.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

R 336

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

R 340

12.02.1991 Repair ‘BOGIE BEARINGS’.
20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 345

20.10.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 347

10.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 348

12.02.1991 Repair ‘BOGIE BEARINGS’.
20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 357

21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

R 359

Details: wagon ‘R 359 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
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Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 16.02.1915
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 20.11.93
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.11.1993
Last Lift: 05.01.1983

20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

R 374

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 379

12.02.1991 Repair ‘BOGIE BEARINGS’.
20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 383

22.10.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 384

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 486

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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R 490

Details: wagon ‘R 490 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 14.11.1914
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 16.03.1993
Last Brake Cylinder: 30.03.1993
Last Single Car Test: 30.03.1993
Last Lift: 03.02.1978

16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘TOP CENTRE PLATE’.
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘CARD OR CLIP HOLDER’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘SIDE BEARER’.
16.03.1993 Repair ‘TRAIN PIPE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.

R 491

12.02.1991 Repair ‘BOGIE BEARINGS’.
28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

R 494

Details: wagon ‘R 494 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 15.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 28.10.1914
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 13.01.1983
Last Lift: 20.10.1977

R 497

21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

R 505

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 647

Details: wagon ‘R 647 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 14.3m
Tare Weight: 15.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2710
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 186
Date Built: 28.06.1916
Operating System: AN
Intended Use: GENERAL
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Remarks: EX GE;WITH MOBILE CRANE - CCE PARKESTON
BSG Code: DSFZ

Capacity of 40.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PB PZ
Return to Service Date: 26.06.1989
Last Lift: 22.09.1978

R 747

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘AXLEBOX’.
04.06.1990 Repair ‘BRAKE PULL ROD’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

R 826

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 882

17.08.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

R 1811

16.10.1992 Repair ‘VEHICLE SOLD’.

R 1812

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.09.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 1813

Details: wagon ‘R 1813 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
Run Restriction: Trailing Load Restricted

11642



2.605. Wagon classification starting with ‘R’

Diagram Book Page No.: NS 151
Date Built: 01.01.1915
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 18.12.93
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 18.12.1993

18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

R 1814

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 1816

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 1817

23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 2602

19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Repair ‘END HOSE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

R 2603

Details: wagon ‘R 2603 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $980
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Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 30.05.1918
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 07.07.1977

R 2604

Details: wagon ‘R 2604 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 14.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: NS 151
Date Built: 01.01.1962
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 20.11.93
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.11.1993

20.11.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

R 2605

04.08.1992 Reclassified from wagon ‘R 2605 C’ to ’ wagon ‘AZFF 2605 K’.

R 3179

12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘TRAIN PIPE (END)’.
23.05.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.
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R 3195

30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.606 Wagon classification starting with ‘RA’

RA 635

14.02.1989 Reclassified from wagon ‘RA 635 Q’ to ’ wagon ‘AZWY 635 L’.

RA 642

30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

RA 660

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.04.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

RA 670

04.08.1992 Reclassified from wagon ‘RA 670 D’ to ’ wagon ‘AZFF 670 J’.

2.607 Wagon classification starting with ‘RAL’

RALC 1010

Details: wagon ‘RALC 1010 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 10.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR05
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.3 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 11.11.1993
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24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1010 T’
30.03.1993 Repair ‘ROADRAILER KING PIN’.
30.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1010 T’
17.06.1993 Repair ‘ROADRAILER LIGHTS’.
17.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1010 T’
20.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1010 T’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1010 T’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
11.11.1993 Repair ‘ROADRAILER BRAKE AIRLINE FITTINGS’.
11.11.1993 Repair ‘ROADRAILER CONTROL PANEL’.
11.11.1993 Repair ‘ROADRAILER LIGHTS’.

RALC 1011

Details: wagon ‘RALC 1011 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 10.7tonne
Current Gauge: Narrow
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR05
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.3 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.11.1993

10.06.1993 Repair ‘ROADRAILER LIGHTS’.
10.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1011 F’
12.08.1993 Repair ‘ROADRAILER LIGHTS’.
12.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1011 F’
09.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
09.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1011 F’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1011 F’
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22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,
RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

02.11.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1045

Details: wagon ‘RALC 1045 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1045 T’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1046

Details: wagon ‘RALC 1046 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
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BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1046 F’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1047

Details: wagon ‘RALC 1047 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1047 Y’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1048

Details: wagon ‘RALC 1048 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1048 A’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1049

Details: wagon ‘RALC 1049 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

11.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
11.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1049 J’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1049 J’
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22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,
RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1050

Details: wagon ‘RALC 1050 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

30.06.1993 Repair ‘ROADRAILER LANDING LEGS’.
30.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1050 F’
19.08.1993 Repair ‘ROADRAILER KING PIN’.
19.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1050 F’
28.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
28.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1050 F’
20.09.1993 Repair ‘ROADRAILER LIGHTS’.
20.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1050 F’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1050 F’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1051

Details: wagon ‘RALC 1051 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1051 Y’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1052

Details: wagon ‘RALC 1052 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1052 A’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.
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RALC 1053

Details: wagon ‘RALC 1053 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 18.11.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1053 J’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
13.11.1993 Repair ‘ROADRAILER LIGHTS’.
18.11.1993 Repair ‘ROADRAILER LIGHTS’.

RALC 1054

Details: wagon ‘RALC 1054 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ
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Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

20.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1054 S’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1054 S’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1055

Details: wagon ‘RALC 1055 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

09.08.1993 Repair ‘ROADRAILER KING PIN’.
09.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1055 E’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1055 E’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1056

Details: wagon ‘RALC 1056 H’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 10.11.1993

04.08.1993 Repair ‘ROADRAILER KING PIN’.
04.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1056 N’
06.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
06.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1056 N’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1056 N’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
10.11.1993 Repair ‘ROADRAILER LIGHTS’.

RALC 1057

Details: wagon ‘RALC 1057 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993
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13.07.1993 Repair ‘ROADRAILER CONTROL PANEL’.
13.07.1993 Repair ‘ROADRAILER LANDING LEGS’.
13.07.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1057 W’
09.08.1993 Repair ‘ROADRAILER KING PIN’.
09.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1057 W’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1057 W’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1058

Details: wagon ‘RALC 1058 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1058 X’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1059

Details: wagon ‘RALC 1059 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

10.06.1993 Repair ‘ROADRAILER LIGHTS’.
10.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1059 R’
24.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1059 R’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1059 R’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1060

Details: wagon ‘RALC 1060 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993
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22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1060 N’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1061

Details: wagon ‘RALC 1061 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

05.08.1993 Repair ‘ROADRAILER LIGHTS’.
05.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1061 W’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1061 W’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1062

Details: wagon ‘RALC 1062 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1062 X’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALC 1063

Details: wagon ‘RALC 1063 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

23.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1063 R’
23.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1063 R’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1063 R’
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22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,
RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1064

Details: wagon ‘RALC 1064 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1064 D’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1065

Details: wagon ‘RALC 1065 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ
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Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 10.03.1994

21.08.1993 Repair ‘ROADRAILER TYRES’.
21.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1065 M’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘RANC 1065 M’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
09.11.1993 Repair ‘ROADRAILER CONTROL PANEL’.
09.11.1993 Repair ‘ROADRAILER LIGHTS’.
10.03.1994 Repair ‘ROADRAILER SLIDER’.

RALC 1066

Details: wagon ‘RALC 1066 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1066 V’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1067

Details: wagon ‘RALC 1067 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

13.09.1993 Repair ‘ROADRAILER LIGHTS’.
13.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1067 H’
22.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1067 H’
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1067 H’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALC 1068

Details: wagon ‘RALC 1068 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 24.11.1993
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01.09.1993 Repair ‘ROADRAILER KING PIN’.
01.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1068 Q’
15.09.1993 Repair ‘ROADRAILER KING PIN’.
15.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1068 Q’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANC 1068 Q’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
24.11.1993 Repair ‘ROADRAILER KING PIN’.

RALD 1016

Details: wagon ‘RALD 1016 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 9.6tonne
Current Gauge: Narrow
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR08
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: DUMP/TIP
BSG Code: HSRZ

Capacity of 25.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 20.01.1994

24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1016 X’
31.03.1993 Repair ‘ROADRAILER KING PIN’.
31.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1016 X’
01.05.1993 Repair ‘ROADRAILER LANDING LEGS’.
01.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1016 X’
20.08.1993 Repair ‘ROADRAILER LIGHTS’.
20.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1016 X’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1016 X’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
03.11.1993 Repair ‘ROADRAILER SLIDER’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.
20.01.1994 Repair ‘ROADRAILER LANDING LEGS’.

11662



2.607. Wagon classification starting with ‘RAL’

RALD 1017

Details: wagon ‘RALD 1017 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 9.6tonne
Current Gauge: Narrow
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR08
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: DUMP/TIP
BSG Code: HSRZ

Capacity of 25.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 23.11.1993

24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1017 R’
31.03.1993 Repair ‘ROADRAILER KING PIN’.
31.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1017 R’
11.06.1993 Repair ‘ROADRAILER BRAKE AIRLINE FITTINGS’.
11.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1017 R’
22.07.1993 Repair ‘ROADRAILER LIGHTS’.
22.07.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1017 R’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1017 R’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
29.09.1993 Repair ‘BODY COMPLETE’.
29.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RAND 1017 R’
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RALD 1122

Details: wagon ‘RALD 1122 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 9.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR08
Date Built: 31.10.1994
Operating System: AN
Intended Use: GENERAL
Remarks: DUMP/TIP
BSG Code: HSRZ

Capacity of 25.4 tonnes

RALP 1001

Details: wagon ‘RALP 1001 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR01
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: PLATFORM
BSG Code: HSRZ

Capacity of 26 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1001 D’
24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1001 D’
29.03.1993 Repair ‘ROADRAILER LANDING LEGS’.
29.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1001 D’
06.04.1993 Repair ‘ROADRAILER LIGHTS’.
06.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1001 D’
02.07.1993 Repair ‘ROADRAILER LIGHTS’.
02.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1001 D’
17.09.1993 Repair ‘ROADRAILER CONTROL PANEL’.
17.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
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17.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon
‘RANP 1001 D’

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1001 D’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALP 1002

Details: wagon ‘RALP 1002 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 8.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR01
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: PLATFORM
BSG Code: HSRZ

Capacity of 26.3 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1002 M’
24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1002 M’
28.04.1993 Repair ‘ROADRAILER LIGHTS’.
28.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1002 M’
03.06.1993 Repair ‘ROADRAILER LANDING LEGS’.
03.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1002 M’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANP 1002 M’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALP 1003

22.09.1993 Reclassified from wagon ‘RALP 1003 P’ to ’ wagon ‘RALV 1003 Q’.
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RALP 1121

Details: wagon ‘RALP 1121 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 23.03.1994
Operating System: AN
Intended Use: GENERAL
Remarks: PLATFORM
BSG Code: HSRZ

Capacity of 26 tonnes

RALR 1012

Details: wagon ‘RALR 1012 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 11.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR06
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 23.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1012 F’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
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RALR 1013

Details: wagon ‘RALR 1013 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 11.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR06
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 23.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 10.11.1993

30.03.1993 Repair ‘ROADRAILER KING PIN’.
30.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1013 Y’
17.06.1993 Repair ‘ROADRAILER BRAKE AIRLINE FITTINGS’.
17.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1013 Y’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1013 Y’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
10.11.1993 Repair ‘ROADRAILER BRAKE AIRLINE FITTINGS’.

RALR 1093

Details: wagon ‘RALR 1093 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
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Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

27.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
27.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1093 J’
02.09.1993 Repair ‘ROADRAILER LIGHTS’.
02.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1093 J’
10.09.1993 Repair ‘ROADRAILER LIGHTS’.
10.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1093 J’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1093 J’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALR 1094

Details: wagon ‘RALR 1094 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 21.11.1993

17.09.1993 Repair ‘ROADRAILER LIGHTS’.
17.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1094 S’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1094 S’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
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30.09.1993 Repair ‘ROADRAILER LIGHTS’.
01.10.1993 Repair ‘ROADRAILER TYRES’.
21.11.1993 Repair ‘ROADRAILER LIGHTS’.

RALR 1095

Details: wagon ‘RALR 1095 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.09.1993

23.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1095 E’
29.08.1993 Repair ‘ROADRAILER LIGHTS’.
29.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1095 E’
07.09.1993 Repair ‘ROADRAILER LIGHTS’.
07.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1095 E’
15.09.1993 Repair ‘ROADRAILER KING PIN’.
15.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1095 E’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1095 E’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALR 1096

Details: wagon ‘RALR 1096 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 21.11.1993

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1096 N’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
23.09.1993 Repair ‘ROADRAILER LIGHTS’.
23.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1096 N’
21.11.1993 Repair ‘ROADRAILER LIGHTS’.

RALR 1097

Details: wagon ‘RALR 1097 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 09.10.1993

06.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
06.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1097 W’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
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22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1097 W’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
09.10.1993 Repair ‘ROADRAILER LIGHTS’.

RALR 1098

Details: wagon ‘RALR 1098 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Narrow
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HTRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 13.04.1995
Last Single Car Test: 13.04.1995

18.08.1993 Repair ‘ROADRAILER LIGHTS’.
18.08.1993 Repair ‘ROADRAILER SPHERICAL BEARING’.
18.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1098 X’
29.08.1993 Repair ‘ROADRAILER LIGHTS’.
29.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1098 X’
15.09.1993 Repair ‘ROADRAILER KING PIN’.
15.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1098 X’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANR 1098 X’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
13.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

RALS 1008

Details: wagon ‘RALS 1008 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
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Tare Weight: 8.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR03
Date Built: 20.01.1992
Operating System: AN
Intended Use: GENERAL
Remarks: SKELETAL
BSG Code: HSRZ

Capacity of 26 tonnes

Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1008 J’
29.03.1993 Repair ‘ROADRAILER LANDING LEGS’.
29.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1008 J’
13.04.1993 Repair ‘ROADRAILER LIGHTS’.
13.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1008 J’
03.05.1993 Repair ‘ROADRAILER LIGHTS’.
03.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1008 J’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1008 J’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALS 1009

Details: wagon ‘RALS 1009 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 8.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR04
Date Built: 20.01.1992
Operating System: AN
Intended Use: GENERAL
Remarks: SKELETAL
BSG Code: HSRZ

Capacity of 26 tonnes
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Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

24.03.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
24.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1009 S’
22.04.1993 Repair ‘ROADRAILER SUSPENSION AIR BAG’.
22.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1009 S’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANS 1009 S’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALT 1014

Details: wagon ‘RALT 1014 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 8.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR07
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: TANKER
BSG Code: HSRZ

Capacity of 26.4 tonnes

Capacity of 40000 litres

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

30.03.1993 Repair ‘ROADRAILER KING PIN’.
30.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1014 X’
23.04.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1014 X’
06.07.1993 Repair ‘ROADRAILER LIGHTS’.
06.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1014 X’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1014 X’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
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RALT 1015

Details: wagon ‘RALT 1015 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11.5m
Tare Weight: 8.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR07
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: TANKER
BSG Code: HSRZ

Capacity of 26.3 tonnes

Capacity of 40000 litres

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

16.03.1993 Repair ‘END SILL’.
16.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1015 R’
30.03.1993 Repair ‘ROADRAILER KING PIN’.
30.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1015 R’
23.04.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.04.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1015 R’
27.05.1993 Repair ‘ROADRAILER LIGHTS’.
27.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1015 R’
03.06.1993 Repair ‘ROADRAILER LIGHTS’.
03.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1015 R’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANT 1015 R’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALV 1003

Details: wagon ‘RALV 1003 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 9.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 24.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘RALP 1003 P’
04.05.1993 Repair ‘ROADRAILER EMERGENCY LINE FITTINGS’.
04.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RALP 1003 P’
05.07.1993 Repair ‘ROADRAILER LIGHTS’.
05.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RALP 1003 P’
21.09.1993 Repair ‘ROADRAILER WATER DRAIN’.
21.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RALP 1003 P’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RALP 1003 P’
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RALP 1003 P’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALV 1004

Details: wagon ‘RALV 1004 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 9.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ
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Capacity of 24.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1004 X’
20.07.1993 Repair ‘ROADRAILER LIGHTS’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1004 X’
14.09.1993 Repair ‘ROADRAILER WATER DRAIN’.
14.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1004 X’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1004 X’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALV 1005

Details: wagon ‘RALV 1005 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 9.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 24.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 22.09.1993

28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1005 R’
29.03.1993 Repair ‘ROADRAILER LANDING LEGS’.
29.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1005 R’
03.06.1993 Repair ‘ROADRAILER LIGHTS’.
03.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1005 R’
03.09.1993 Repair ‘ROADRAILER WATER DRAIN’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1005 R’
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22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1005 R’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.

RALV 1006

Details: wagon ‘RALV 1006 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.5m
Tare Weight: 9.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 01.01.1991
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 24.5 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR AG
Return to Service Date: 10.03.1994

28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1006 D’
20.07.1993 Repair ‘ROADRAILER LIGHTS’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1006 D’
13.09.1993 Repair ‘ROADRAILER WATER DRAIN’.
13.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1006 D’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1006 D’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
13.11.1993 Repair ‘ROADRAILER MALE END COUPLING’.
10.03.1994 Repair ‘END SILL’.

RALV 1019

Details: wagon ‘RALV 1019 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 16.11.1993

09.08.1993 Repair ‘ROADRAILER KING PIN’.
09.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1019 P’
10.08.1993 Repair ‘VEHICLE COMPLETE’.
10.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1019 P’
31.08.1993 Repair ‘BRANCH PIPE’.
31.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1019 P’
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1019 P’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
16.11.1993 Repair ‘CENTRE SILL’.

RALV 1020

Details: wagon ‘RALV 1020 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ
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Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 20.01.1994

22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RANV 1020 L’
22.09.1993 Alteration complete ‘RECLASSIFY ROADRAILER TRAILERS TO RALP,

RALV, RALS, RALR, RALT. (RRAIL)’. New class: ‘RALC’.
20.01.1994 Repair ‘CENTRE SILL’.

2.608 Wagon classification starting with ‘RAN’

RANB 2001

Details: wagon ‘RANB 2001 W’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 5.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 1X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: RR-09
Date Built: 10.05.1993
Operating System: AN
Intended Use: GENERAL
Remarks: PINE CHIP BIN
BSG Code: HTRZ

Capacity of 25 tonnes

RANC 1010

22.09.1993 Reclassified from wagon ‘RANC 1010 T’ to ’ wagon ‘RALC 1010 N’.

RANC 1011

22.09.1993 Reclassified from wagon ‘RANC 1011 F’ to ’ wagon ‘RALC 1011 W’.

RANC 1045

22.09.1993 Reclassified from wagon ‘RANC 1045 T’ to ’ wagon ‘RALC 1045 N’.
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RANC 1046

22.09.1993 Reclassified from wagon ‘RANC 1046 F’ to ’ wagon ‘RALC 1046 W’.

RANC 1047

22.09.1993 Reclassified from wagon ‘RANC 1047 Y’ to ’ wagon ‘RALC 1047 X’.

RANC 1048

22.09.1993 Reclassified from wagon ‘RANC 1048 A’ to ’ wagon ‘RALC 1048 R’.

RANC 1049

22.09.1993 Reclassified from wagon ‘RANC 1049 J’ to ’ wagon ‘RALC 1049 D’.

RANC 1050

22.09.1993 Reclassified from wagon ‘RANC 1050 F’ to ’ wagon ‘RALC 1050 W’.

RANC 1051

22.09.1993 Reclassified from wagon ‘RANC 1051 Y’ to ’ wagon ‘RALC 1051 X’.

RANC 1052

22.09.1993 Reclassified from wagon ‘RANC 1052 A’ to ’ wagon ‘RALC 1052 R’.

RANC 1053

22.09.1993 Reclassified from wagon ‘RANC 1053 J’ to ’ wagon ‘RALC 1053 D’.

RANC 1054

22.09.1993 Reclassified from wagon ‘RANC 1054 S’ to ’ wagon ‘RALC 1054 M’.

RANC 1055

22.09.1993 Reclassified from wagon ‘RANC 1055 E’ to ’ wagon ‘RALC 1055 V’.

RANC 1056

22.09.1993 Reclassified from wagon ‘RANC 1056 N’ to ’ wagon ‘RALC 1056 H’.

RANC 1057

22.09.1993 Reclassified from wagon ‘RANC 1057 W’ to ’ wagon ‘RALC 1057 Q’.

RANC 1058

22.09.1993 Reclassified from wagon ‘RANC 1058 X’ to ’ wagon ‘RALC 1058 C’.
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RANC 1059

22.09.1993 Reclassified from wagon ‘RANC 1059 R’ to ’ wagon ‘RALC 1059 L’.

RANC 1060

22.09.1993 Reclassified from wagon ‘RANC 1060 N’ to ’ wagon ‘RALC 1060 H’.

RANC 1061

22.09.1993 Reclassified from wagon ‘RANC 1061 W’ to ’ wagon ‘RALC 1061 Q’.

RANC 1062

22.09.1993 Reclassified from wagon ‘RANC 1062 X’ to ’ wagon ‘RALC 1062 C’.

RANC 1063

22.09.1993 Reclassified from wagon ‘RANC 1063 R’ to ’ wagon ‘RALC 1063 L’.

RANC 1064

22.09.1993 Reclassified from wagon ‘RANC 1064 D’ to ’ wagon ‘RALC 1064 U’.

RANC 1065

22.09.1993 Reclassified from wagon ‘RANC 1065 M’ to ’ wagon ‘RALC 1065 G’.

RANC 1066

22.09.1993 Reclassified from wagon ‘RANC 1066 V’ to ’ wagon ‘RALC 1066 P’.

RANC 1067

22.09.1993 Reclassified from wagon ‘RANC 1067 H’ to ’ wagon ‘RALC 1067 B’.

RANC 1068

22.09.1993 Reclassified from wagon ‘RANC 1068 Q’ to ’ wagon ‘RALC 1068 K’.

RANC 1069

Details: wagon ‘RANC 1069 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 17.11.1993

11.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
17.11.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANC 1070

Details: wagon ‘RANC 1070 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

RANC 1071

Details: wagon ‘RANC 1071 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
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Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1072

Details: wagon ‘RANC 1072 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.12.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.
22.12.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANC 1073

Details: wagon ‘RANC 1073 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

05.08.1993 Repair ‘ROADRAILER KING PIN’.
08.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1074

Details: wagon ‘RANC 1074 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

RANC 1075

Details: wagon ‘RANC 1075 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

20.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
17.09.1993 Repair ‘ROADRAILER SLIDER’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1076

Details: wagon ‘RANC 1076 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 20.01.1994

13.07.1993 Repair ‘ROADRAILER COUPLING PIN’.
23.09.1993 Repair ‘ROADRAILER LIGHTS’.
06.11.1993 Repair ‘ROADRAILER LIGHTS’.
20.01.1994 Repair ‘ROADRAILER SLIDER’.
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RANC 1077

Details: wagon ‘RANC 1077 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1078

Details: wagon ‘RANC 1078 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.
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RANC 1079

Details: wagon ‘RANC 1079 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 13.11.1993

20.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
10.09.1993 Repair ‘ROADRAILER LIGHTS’.
13.11.1993 Repair ‘ROADRAILER LIGHTS’.

RANC 1080

Details: wagon ‘RANC 1080 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes
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RANC 1081

Details: wagon ‘RANC 1081 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1082

Details: wagon ‘RANC 1082 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

27.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
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09.11.1993 Repair ‘BODY COMPLETE’.
09.11.1993 Repair ‘ROADRAILER LIGHTS’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1083

Details: wagon ‘RANC 1083 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

RANC 1084

Details: wagon ‘RANC 1084 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 24.08.1993

12.08.1993 Repair ‘ROADRAILER KING PIN’.
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14.08.1993 Repair ‘ROADRAILER SPHERICAL BEARING’.
19.08.1993 Repair ‘ROADRAILER KING PIN’.
24.08.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANC 1085

Details: wagon ‘RANC 1085 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

RANC 1086

Details: wagon ‘RANC 1086 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.
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RANC 1087

Details: wagon ‘RANC 1087 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

RANC 1088

Details: wagon ‘RANC 1088 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1089

Details: wagon ‘RANC 1089 S’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 10.11.1993

10.11.1993 Repair ‘ROADRAILER KING PIN’.

RANC 1090

Details: wagon ‘RANC 1090 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 09.11.1993

23.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
09.11.1993 Repair ‘ROADRAILER KING PIN’.
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RANC 1091

Details: wagon ‘RANC 1091 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 16.11.1993

19.08.1993 Repair ‘ROADRAILER KING PIN’.
16.11.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANC 1092

Details: wagon ‘RANC 1092 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 10.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: CURTAIN SIDER
BSG Code: HSRZ

Capacity of 24.2 tonnes

RAND 1016

22.09.1993 Reclassified from wagon ‘RAND 1016 X’ to ’ wagon ‘RALD 1016 C’.
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RAND 1017

29.09.1993 Reclassified from wagon ‘RAND 1017 R’ to ’ wagon ‘RALD 1017 L’.

RANL 2002

Details: wagon ‘RANL 2002 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 12.7m
Tare Weight: 5.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 1X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: RR-10
Date Built: 10.05.1993
Operating System: AN
Intended Use: LOGS
Remarks: PINE LOG CARRIER
BSG Code: HTRZ

Capacity of 25 tonnes

RANP 1001

22.09.1993 Reclassified from wagon ‘RANP 1001 D’ to ’ wagon ‘RALP 1001 U’.

RANP 1002

22.09.1993 Reclassified from wagon ‘RANP 1002 M’ to ’ wagon ‘RALP 1002 G’.

RANR 1012

22.09.1993 Reclassified from wagon ‘RANR 1012 F’ to ’ wagon ‘RALR 1012 W’.

RANR 1013

22.09.1993 Reclassified from wagon ‘RANR 1013 Y’ to ’ wagon ‘RALR 1013 X’.

RANR 1093

22.09.1993 Reclassified from wagon ‘RANR 1093 J’ to ’ wagon ‘RALR 1093 D’.

RANR 1094

22.09.1993 Reclassified from wagon ‘RANR 1094 S’ to ’ wagon ‘RALR 1094 M’.
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RANR 1095

22.09.1993 Reclassified from wagon ‘RANR 1095 E’ to ’ wagon ‘RALR 1095 V’.

RANR 1096

23.09.1993 Reclassified from wagon ‘RANR 1096 N’ to ’ wagon ‘RALR 1096 H’.

RANR 1097

22.09.1993 Reclassified from wagon ‘RANR 1097 W’ to ’ wagon ‘RALR 1097 Q’.

RANR 1098

22.09.1993 Reclassified from wagon ‘RANR 1098 X’ to ’ wagon ‘RALR 1098 C’.

RANR 1099

Details: wagon ‘RANR 1099 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

19.08.1993 Repair ‘ROADRAILER KING PIN’.
27.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
24.10.1993 Repair ‘ROADRAILER LIGHTS’.
13.11.1993 Repair ‘ROADRAILER LIGHTS’.
22.11.1993 Repair ‘ROADRAILER LIGHTS’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.
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RANR 1100

Details: wagon ‘RANR 1100 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 20.11.1993

06.08.1993 Repair ‘ROADRAILER KING PIN’.
21.08.1993 Repair ‘ROADRAILER LIGHTS’.
04.09.1993 Repair ‘ROADRAILER LIGHTS’.
04.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.09.1993 Repair ‘ROADRAILER LIGHTS’.
30.09.1993 Repair ‘ROADRAILER LIGHTS’.
06.11.1993 Repair ‘ROADRAILER LIGHTS’.
20.11.1993 Repair ‘ROADRAILER LIGHTS’.

RANR 1101

Details: wagon ‘RANR 1101 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ
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Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 27.08.1993

19.08.1993 Repair ‘ROADRAILER KING PIN’.
27.08.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANR 1102

Details: wagon ‘RANR 1102 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

04.08.1993 Repair ‘ROADRAILER KING PIN’.
28.08.1993 Repair ‘ROADRAILER LIGHTS’.
04.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANR 1103

Details: wagon ‘RANR 1103 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
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Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RANR 1104

Details: wagon ‘RANR 1104 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RANR 1105

Details: wagon ‘RANR 1105 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993
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06.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANR 1106

Details: wagon ‘RANR 1106 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.08.1993

23.08.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANR 1107

Details: wagon ‘RANR 1107 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 10.09.1993

04.09.1993 Repair ‘ROADRAILER LIGHTS’.
04.09.1993 Repair ‘TRAIN PIPE’.
10.09.1993 Repair ‘ROADRAILER LIGHTS’.

RANR 1108

Details: wagon ‘RANR 1108 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 27.08.1993

27.08.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANR 1109

Details: wagon ‘RANR 1109 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
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BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 27.08.1993

17.08.1993 Repair ‘ROADRAILER COUPLING PIN’.
27.08.1993 Repair ‘ROADRAILER LANDING LEGS’.

RANR 1110

Details: wagon ‘RANR 1110 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANR 1111

Details: wagon ‘RANR 1111 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
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Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RANR 1112

Details: wagon ‘RANR 1112 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 06.11.1993

18.09.1993 Repair ‘ROADRAILER LIGHTS’.
25.09.1993 Repair ‘ROADRAILER LIGHTS’.
30.09.1993 Repair ‘ROADRAILER LIGHTS’.
06.11.1993 Repair ‘ROADRAILER LIGHTS’.

RANR 1113

Details: wagon ‘RANR 1113 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
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Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 24.11.1993

10.11.1993 Repair ‘ROADRAILER LIGHTS’.
24.11.1993 Repair ‘ROADRAILER LIGHTS’.

RANR 1114

Details: wagon ‘RANR 1114 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANR 1115

Details: wagon ‘RANR 1115 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Narrow
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Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 18.11.1993

06.09.1993 Repair ‘ROADRAILER LANDING LEGS’.
29.09.1993 Repair ‘ROADRAILER LIGHTS’.
18.11.1993 Repair ‘ROADRAILER LIGHTS’.

RANR 1116

Details: wagon ‘RANR 1116 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RANS 1008

22.09.1993 Reclassified from wagon ‘RANS 1008 J’ to ’ wagon ‘RALS 1008 D’.

RANS 1009

22.09.1993 Reclassified from wagon ‘RANS 1009 S’ to ’ wagon ‘RALS 1009 M’.

RANT 1014

22.09.1993 Reclassified from wagon ‘RANT 1014 X’ to ’ wagon ‘RALT 1014 C’.
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RANT 1015

22.09.1993 Reclassified from wagon ‘RANT 1015 R’ to ’ wagon ‘RALT 1015 L’.

RANV 1004

22.09.1993 Reclassified from wagon ‘RANV 1004 X’ to ’ wagon ‘RALV 1004 C’.

RANV 1005

22.09.1993 Reclassified from wagon ‘RANV 1005 R’ to ’ wagon ‘RALV 1005 L’.

RANV 1006

22.09.1993 Reclassified from wagon ‘RANV 1006 D’ to ’ wagon ‘RALV 1006 U’.

RANV 1019

22.09.1993 Reclassified from wagon ‘RANV 1019 P’ to ’ wagon ‘RALV 1019 J’.

RANV 1020

22.09.1993 Reclassified from wagon ‘RANV 1020 L’ to ’ wagon ‘RALV 1020 F’.

RANV 1021

Details: wagon ‘RANV 1021 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 19.01.1994

19.01.1994 Repair ‘CENTRE SILL’.
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RANV 1022

Details: wagon ‘RANV 1022 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 19.01.1994

19.01.1994 Repair ‘CENTRE SILL’.

RANV 1023

Details: wagon ‘RANV 1023 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 07.02.1994
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07.02.1994 Repair ‘CENTRE SILL’.

RANV 1024

Details: wagon ‘RANV 1024 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 07.12.1993

07.12.1993 Repair ‘CENTRE SILL’.

RANV 1025

Details: wagon ‘RANV 1025 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 27.01.1994

12.08.1993 Repair ‘ROADRAILER KING PIN’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.
27.01.1994 Repair ‘CENTRE SILL’.

RANV 1026

Details: wagon ‘RANV 1026 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 16.11.1993

07.08.1993 Repair ‘ROADRAILER LIGHTS’.
12.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.09.1993 Repair ‘ROADRAILER LIGHTS’.
16.11.1993 Repair ‘CENTRE SILL’.

RANV 1027

Details: wagon ‘RANV 1027 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
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Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.11.1993

28.08.1993 Repair ‘ROADRAILER SUSPENSION AIRLINE FITTINGS’.
02.09.1993 Repair ‘BRANCH PIPE’.
22.11.1993 Repair ‘CENTRE SILL’.

RANV 1028

Details: wagon ‘RANV 1028 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Diagram Book Page No.: CB RR02
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 20.01.1994

20.01.1994 Repair ‘CENTRE SILL’.

RANV 1029

Details: wagon ‘RANV 1029 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 22.11.1993

04.09.1993 Repair ‘ROADRAILER CONTROL PANEL’.
25.09.1993 Repair ‘ROADRAILER LIGHTS’.
12.11.1993 Repair ‘ROADRAILER LIGHTS’.
22.11.1993 Repair ‘CENTRE SILL’.

RANV 1030

Details: wagon ‘RANV 1030 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 18.01.1994

18.01.1994 Repair ‘CENTRE SILL’.
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RANV 1031

Details: wagon ‘RANV 1031 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 07.02.1994

23.11.1993 Repair ‘ROADRAILER KING PIN’.
07.02.1994 Repair ‘CENTRE SILL’.

RANV 1032

Details: wagon ‘RANV 1032 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 07.02.1994
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23.11.1993 Repair ‘ROADRAILER KING PIN’.
07.02.1994 Repair ‘CENTRE SILL’.

RANV 1033

Details: wagon ‘RANV 1033 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 14.12.1993

14.12.1993 Repair ‘CENTRE SILL’.

RANV 1034

Details: wagon ‘RANV 1034 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 07.12.1993

07.12.1993 Repair ‘CENTRE SILL’.

RANV 1035

Details: wagon ‘RANV 1035 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 18.01.1994

18.01.1994 Repair ‘CENTRE SILL’.

RANV 1036

Details: wagon ‘RANV 1036 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ
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Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 16.12.1993

28.06.1993 Repair ‘ROADRAILER TYRES’.
16.12.1993 Repair ‘CENTRE SILL’.

RANV 1037

Details: wagon ‘RANV 1037 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.08.1993

10.08.1993 Repair ‘ROADRAILER KING PIN’.
10.08.1993 Repair ‘ROADRAILER LIGHTS’.
10.08.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1993 Repair ‘ROADRAILER LANDING LEGS’.
23.08.1993 Repair ‘ROADRAILER TYRES’.

RANV 1038

Details: wagon ‘RANV 1038 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
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Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 14.12.1993

31.08.1993 Repair ‘BRANCH PIPE’.
10.11.1993 Repair ‘ROADRAILER KING PIN’.
14.12.1993 Repair ‘CENTRE SILL’.

RANV 1039

Details: wagon ‘RANV 1039 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

RANV 1040

Details: wagon ‘RANV 1040 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
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Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 14.12.1993

14.12.1993 Repair ‘CENTRE SILL’.

RANV 1041

Details: wagon ‘RANV 1041 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

RANV 1042

Details: wagon ‘RANV 1042 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
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BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 21.12.1993

21.12.1993 Repair ‘CENTRE SILL’.

RANV 1043

Details: wagon ‘RANV 1043 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 23.11.1993

16.08.1993 Repair ‘ROADRAILER LIGHTS’.
09.10.1993 Repair ‘ROADRAILER CONTROL PANEL’.
22.11.1993 Repair ‘CENTRE SILL’.
23.11.1993 Repair ‘ROADRAILER KING PIN’.

RANV 1044

Details: wagon ‘RANV 1044 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 9.4tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 1X2
Date Built: 19.02.1993
Operating System: AN
Intended Use: GENERAL
Remarks: DRY VAN
BSG Code: HSRZ

Capacity of 25.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 25.11.1993

25.11.1993 Repair ‘CENTRE SILL’.

2.609 Wagon classification starting with ‘RB’

RB 639

04.08.1992 Reclassified from wagon ‘RB 639 X’ to ’ wagon ‘AZFF 639 M’.

RB 828

04.08.1992 Reclassified from wagon ‘RB 828 F’ to ’ wagon ‘AZFF 828 J’.

RB 830

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
10.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

RB 843

04.08.1992 Reclassified from wagon ‘RB 843 W’ to ’ wagon ‘AZFF 843 D’.

RB 844

18.10.1991 Reclassified from wagon ‘RB 844 X’ to ’ wagon ‘AZFF 844 M’.

RB 848

04.08.1992 Reclassified from wagon ‘RB 848 V’ to ’ wagon ‘AZFF 848 C’.

RB 852

11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

RB 867

04.08.1992 Reclassified from wagon ‘RB 867 F’ to ’ wagon ‘AZFF 867 J’.
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RB 869

Details: wagon ‘RB 869 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $800
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 154
Date Built: 27.10.1943
Operating System: AN
Intended Use: GENERAL
Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.02.1980
Last Lift: 21.10.1970

RB 871

18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘BRAKE BLOCK OTHER’.
18.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.02.1993 Repair ‘SIDE STEP’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

RB 879

28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.610 Wagon classification starting with ‘RBA’

RBAX 873

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VLEX 873 U’

08.05.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 874

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 874 C’
09.08.1995 Reclassified from wagon ‘RBAX 874 Q’ to ’ wagon ‘RLLX 874 A’.

RBAX 30861

Details: wagon ‘RBAX 30861 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: X WBAX30861B — EX WBWX 30861 V
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.02.1995
Last Single Car Test: 11.05.1993

06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30861 V’
01.02.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30862

Details: wagon ‘RBAX 30862 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30862 K
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.03.1992

01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30862 K’

RBAX 30867

Details: wagon ‘RBAX 30867 E’ in AN ‘Mainland Division’.

Owner: W/RAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: X WBAX 30867J
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30867 G’

RBAX 30869

Details: wagon ‘RBAX 30869 W’ in AN ‘Mainland Division’.

Owner: NRC

11721



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30869 B
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 26.04.1989
Due Triple Valve: 01.05.1988

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30869 B’

RBAX 30872

Details: wagon ‘RBAX 30872 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30872 P
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 16.01.1990

14.04.1995 Repair ‘VEHICLE RECLASSIFY’.
14.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30872 P’
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RBAX 30874

Details: wagon ‘RBAX 30874 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30874 N
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.02.1991

01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30874 N’

RBAX 30877

Details: wagon ‘RBAX 30877 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30877 R
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RF AB CN
Return to Service Date: 05.10.1991
Last Single Car Test: 21.06.1991
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28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30877 R’

RBAX 30880

Details: wagon ‘RBAX 30880 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30880 F
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 22.03.1994

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30880 F’

RBAX 30881

Details: wagon ‘RBAX 30881 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30881R
BSG Code: WXBZ
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Capacity of 51 tonnes

Fleet Grp Code: RZ RF AB CN
Return to Service Date: 25.01.1990

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30881 R’

RBAX 30883

Details: wagon ‘RBAX 30883 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30883 M
BSG Code: WXBZ

Capacity of 47 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 05.06.1995

06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30883 M’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30884

Details: wagon ‘RBAX 30884 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30884V
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.07.1991

30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30884 V’

RBAX 30885

Details: wagon ‘RBAX 30885 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30885E/WBWX30885E
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 29.12.1994

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30885 E’
29.12.1994 Repair ‘VEHICLE COMPLETE’.

RBAX 30893

Details: wagon ‘RBAX 30893 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30893U/WBWX30893R
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 15.10.1990

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30893 R’

RBAX 30894

Details: wagon ‘RBAX 30894 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30894G/WBWX30894D
BSG Code: WXBZ

Capacity of 58 tonnes

Fleet Grp Code: AB RF RZ CN
Return to Service Date: 19.11.1987

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30894 D’
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RBAX 30896

Details: wagon ‘RBAX 30896 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30896 B
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 02.05.1991

12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30896 B’

RBAX 30899

Details: wagon ‘RBAX 30899 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 28.05.1995

19.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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19.04.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘WBAX 30899 F’

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30899 F’
28.05.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30900

Details: wagon ‘RBAX 30900 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30900 U
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RF RZ CN
Return to Service Date: 13.10.1987

22.04.1995 Repair ‘VEHICLE RECLASSIFY’.
22.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30900 U’

RBAX 30902

Details: wagon ‘RBAX 30902 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX WBWX 30902 M
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 21.01.1989
Due Triple Valve: 19.06.1988

23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30902 M’

RBAX 30903

Details: wagon ‘RBAX 30903 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30903 V
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 06.10.1991

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30903 V’

RBAX 30904

Details: wagon ‘RBAX 30904 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30904 K
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN

12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30904 K’

RBAX 30905

Details: wagon ‘RBAX 30905 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WVL30905T/WBWX30905Q
BSG Code: WSBZ

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RF AB CN
Return to Service Date: 22.01.1995
Last Single Car Test: 19.06.1989

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30905 Q’
22.01.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30906

Details: wagon ‘RBAX 30906 A’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX RBAX 30906 A
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.05.1995

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30906 F’
11.05.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30907

Details: wagon ‘RBAX 30907 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX/WBWX30907L
BSG Code: WXBZ

Capacity of 52 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 06.06.1995

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30907 L’
06.06.1995 Repair ‘VEHICLE COMPLETE’.
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RBAX 30908

Details: wagon ‘RBAX 30908 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30908 A
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.10.1989
Last Single Car Test: 20.04.1989

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30908 A’

RBAX 30912

Details: wagon ‘RBAX 30912 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 30.05.1988

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘WBAX 30912 A’

RBAX 30915

Details: wagon ‘RBAX 30915 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX WBWX 30915 B
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 20.08.1994

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30915 B’

RBAX 30916

Details: wagon ‘RBAX 30916 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30916N — EX WBWX 30916 K
BSG Code: WXBZ
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Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 28.05.1995

01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30916 K’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30917

Details: wagon ‘RBAX 30917 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30917 R
BSG Code: WXBZ

Capacity of 52 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 04.06.1995

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30917 T’
04.06.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30918

Details: wagon ‘RBAX 30918 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30918 X
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 13.11.1994

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30918 X’

RBAX 30922

Details: wagon ‘RBAX 30922 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30922 X
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.08.1995

28.02.1995 Repair ‘VEHICLE RECLASSIFY’.
28.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30922 X’
01.08.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30923

Details: wagon ‘RBAX 30923 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C

11736



2.610. Wagon classification starting with ‘RBA’

Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30923R/WBWX30923Y
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RF AB CN

18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30923 Y’

RBAX 30924

Details: wagon ‘RBAX 30924 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX WBAX 30924D
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 21.10.1988

06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30924 D’
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RBAX 30927

Details: wagon ‘RBAX 30927 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX WBWX 30927 E
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.05.1995

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30927 E’
11.05.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30928

Details: wagon ‘RBAX 30928 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 16.08.1990
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07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30928 Q’

RBAX 30929

Details: wagon ‘RBAX 30929 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30929 C
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 02.07.1992
Last Single Car Test: 25.05.1992

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30929 C’

RBAX 30931

Details: wagon ‘RBAX 30931 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30931 H
BSG Code: WXBZ
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Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 21.07.1995

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30931 H’
21.07.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30933

Details: wagon ‘RBAX 30933 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX WBAX 30933 C
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 23.09.1994
Last Single Car Test: 21.06.1988

30.10.1994 Repair ‘VEHICLE RECLASSIFY’.
30.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30933 C’

RBAX 30934

Details: wagon ‘RBAX 30934 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30934 L
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 15.02.1990
Last Single Car Test: 10.03.1988

22.04.1995 Repair ‘VEHICLE RECLASSIFY’.
22.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30934 L’

RBAX 30935

Details: wagon ‘RBAX 30935 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30935 U
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: RZ RF CN AB
Return to Service Date: 21.01.1995

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30935 U’
21.01.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30936

Details: wagon ‘RBAX 30936 B’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30936G WBWX 30936 D
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 08.12.1994

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30936 D’
08.12.1994 Repair ‘VEHICLE COMPLETE’.

RBAX 30940

Details: wagon ‘RBAX 30940 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30940 G
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 28.10.1994

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30940 G’
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RBAX 30943

Details: wagon ‘RBAX 30943 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30943 K
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.02.1995

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30943 K’
01.02.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30946

Details: wagon ‘RBAX 30946 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30946 J
BSG Code: WXBZ

Capacity of 53 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 14.12.1994
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23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30946 Y’
14.12.1994 Repair ‘VEHICLE COMPLETE’.

RBAX 30947

Details: wagon ‘RBAX 30947 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30947A — EX WBWX 30947 U
BSG Code: WXBZ

Capacity of 58 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 05.07.1995

06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30947 U’
05.07.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30949

Details: wagon ‘RBAX 30949 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30949 S
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BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.03.1991

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30949 S’

RBAX 30950

Details: wagon ‘RBAX 30950 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30950 Y
BSG Code: WXBZ

Capacity of 58 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 12.07.1990

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30950 Y’

RBAX 30952

Details: wagon ‘RBAX 30952 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.03.1995

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30952 J’

RBAX 30953

Details: wagon ‘RBAX 30953 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30953 P
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 30.11.1988
Last Brake Cylinder: 30.11.1988

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30953 P’

RBAX 30954

Details: wagon ‘RBAX 30954 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30954 E — EX WBWX 30954 B
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 02.08.1989

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30954 B’

RBAX 30956

Details: wagon ‘RBAX 30956 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30956 W
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.09.1991

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30956 W’

RBAX 30957

Details: wagon ‘RBAX 30957 D’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30957 D
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 29.12.1994

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30957 F’
29.12.1994 Repair ‘VEHICLE COMPLETE’.

RBAX 30958

Details: wagon ‘RBAX 30958 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30958R/WBWX30958Y
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 01.06.1995

18.05.1995 Repair ‘VEHICLE RECLASSIFY’.
18.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30958 Y’
01.06.1995 Repair ‘VEHICLE COMPLETE’.
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RBAX 30959

Details: wagon ‘RBAX 30959 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30959 D
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 24.09.1994

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30959 D’

RBAX 30960

Details: wagon ‘RBAX 30960 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30960T
BSG Code: WXBZ

Capacity of 50 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 30.06.1989
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02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30960 T’

RBAX 30962

Details: wagon ‘RBAX 30962 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 15.09.1993

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30962 R’

RBAX 30963

Details: wagon ‘RBAX 30963 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 27.03.1992
Last Single Car Test: 03.04.1992
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22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30963 A’

RBAX 30969

Details: wagon ‘RBAX 30969 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30969 L
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 23.02.1990

23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30969 L’

RBAX 30970

Details: wagon ‘RBAX 30970 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30970H
BSG Code: WXBZ
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Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 17.05.1988

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30970 H’

RBAX 30971

Details: wagon ‘RBAX 30971 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30971 Q
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 25.05.1994
Last Single Car Test: 25.11.1988

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30971 Q’

RBAX 30974

Details: wagon ‘RBAX 30974 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1968
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Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30974U
BSG Code: WXBZ

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RF CN
Return to Service Date: 11.10.1989

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30974 R’

RBAX 30980

Details: wagon ‘RBAX 30980 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 05.07.1995

20.11.1994 Repair ‘VEHICLE RECLASSIFY’.
20.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30980 M’
05.07.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30983

Details: wagon ‘RBAX 30983 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30983T
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 08.03.1992

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30983 T’

RBAX 30987

Details: wagon ‘RBAX 30987 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RF RZ CN
Return to Service Date: 08.08.1990

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30987 J’

RBAX 30989

Details: wagon ‘RBAX 30989 W’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30989 E
BSG Code: WXBZ

Capacity of 50 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 21.03.1988

15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30989 E’

RBAX 30990

Details: wagon ‘RBAX 30990 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBWX 30990U
BSG Code: WXBZ

Capacity of 50 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 31.07.1990

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30990 U’
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RBAX 30991

Details: wagon ‘RBAX 30991 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30991 J
BSG Code: WXBZ

Capacity of 50.8 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 28.03.1989
Last Single Car Test: 03.04.1989

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30991 J’

RBAX 30993

Details: wagon ‘RBAX 30993 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB RZ RF CN
Return to Service Date: 07.05.1995

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘WBAX 30993 E’

22.01.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

RBAX 30995

Details: wagon ‘RBAX 30995 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30995 W — EX WBWX 30995 T
BSG Code: WXBZ

Capacity of 55 tonnes

Fleet Grp Code: AB UZ RF CN
Return to Service Date: 14.06.1990

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBWX 30995 T’

2.611 Wagon classification starting with ‘RBF’

RBFX 2444

Details: wagon ‘RBFX 2444 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
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Date Built: 22.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 08.07.1994
Last Brake Cylinder: 02.07.1990
Last Single Car Test: 07.08.1992
Last Lift: 10.03.1986

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2444 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2447

Details: wagon ‘RBFX 2447 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 11.05.1988
Last Single Car Test: 03.11.1992
Last Lift: 15.12.1976

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘DOOR LOCK MECHANISM’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END HOSE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TRAIN PIPE (END)’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘DOOR ROLLER’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘END BRAKE COCK’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘HANDRAILS’.
09.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
05.02.1990 Repair ‘HANDRAILS’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.04.1991 Repair ‘STRIKING CASTING’.
22.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
19.10.1991 Repair ‘HANDRAILS END’.
19.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
30.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
09.12.1991 Repair ‘COUPLER COMPLETE’.
09.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
10.04.1992 Repair ‘HANDRAILS END’.
10.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
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24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘DOOR LOCK MECHANISM’.
24.06.1992 Repair ‘END HOSE’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
24.07.1992 Repair ‘HANDRAILS END’.
24.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
02.09.1992 Repair ‘HANDRAILS END’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1992 Repair ‘COUPLER KNUCKLE’.
17.09.1992 Repair ‘EMPTY LOAD VALVE’.
17.09.1992 Repair ‘GRADE CONTROL VALVE’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2447 B’
02.04.1993 Repair ‘HANDRAILS END’.
02.04.1993 Repair ‘STEP’.
02.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘HANDRAILS’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘EMPTY LOAD VALVE’.
05.08.1993 Repair ‘GRADE CONTROL VALVE’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
11.09.1993 Repair ‘STEP’.
11.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2447 B’
02.10.1993 Repair ‘VEHICLE COMPLETE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2447 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2447 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
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ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2448

Details: wagon ‘RBFX 2448 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 24.11.1994
Last Brake Cylinder: 08.11.1991
Last Single Car Test: 08.11.1991
Last Lift: 01.07.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

29.07.1989 Repair ‘END BRAKE COCK’.
29.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2448 K’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘STRIKING CASTING’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2448 K’
22.09.1989 Repair ‘HANDRAILS END’.
22.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2448 K’
27.12.1989 Repair ‘DOOR LOCK MECHANISM’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2448 K’
23.02.1990 Repair ‘HANDRAILS END’.
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23.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2448 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.06.1991 Repair ‘VEHICLE COMPLETE’.
07.06.1991 Repair ‘VEHICLE STENCILS’.
07.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2448 K’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘HANDRAILS END’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘WEAR PLATES & SADDLES’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2448 K’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘END HOSE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2448 K’
16.05.1992 Repair ‘STEP’.
16.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2448 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2448 K’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2451

Details: wagon ‘RBFX 2451 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 06.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 06.12.1994
Last Triple Valve: 12.03.1991
Last Brake Cylinder: 05.04.1988
Last Single Car Test: 12.03.1991
Last Lift: 24.07.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘DOOR LOCK MECHANISM’.
30.08.1989 Repair ‘END BRAKE COCK’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2451 B’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE CONTROL PIPE’.
08.03.1991 Repair ‘BRANCH PIPE’.
08.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘DOOR COMPLETE’.
08.03.1991 Repair ‘DOOR COVERING’.
08.03.1991 Repair ‘DOOR HINGES AND PINS’.
08.03.1991 Repair ‘DOOR LOCK MECHANISM’.
08.03.1991 Repair ‘DOOR OPENING MECHANISM’.
08.03.1991 Repair ‘DOOR ROLLER’.
08.03.1991 Repair ‘DOOR SEAL’.
08.03.1991 Repair ‘DOOR SLIDE RAIL’.
08.03.1991 Repair ‘END BRAKE COCK’.
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Repair ‘END SHEETING’.
08.03.1991 Repair ‘HANDRAILS END’.
08.03.1991 Repair ‘SIDE COMPLETE’.
08.03.1991 Repair ‘STANCHION’.
08.03.1991 Repair ‘STEP’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Repair ‘TRAIN PIPE’.
08.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 2451 B’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1991 Repair ‘COUPLER COMPLETE’.
01.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2451 B’
18.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2451 B’
13.11.1993 Repair ‘HANDRAILS END’.
13.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 2451 B’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2451 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2451 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2452

Details: wagon ‘RBFX 2452 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CN AB
Return to Service Date: 11.01.1995
Last Single Car Test: 04.06.1991
Last Lift: 13.05.1981

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘DOOR LOCK MECHANISM’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
29.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2452 K’
25.05.1992 Repair ‘DOOR LOCK MECHANISM’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2452 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2452 K’
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 2452 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2458

23.05.1996 Reclassified from wagon ‘RBFX 2458 M’ to ’ wagon ‘ABFY 2458 W’.

RBFX 2461

Details: wagon ‘RBFX 2461 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RE RZ AB
Last Brake Cylinder: 20.11.1990
Last Single Car Test: 16.03.1993
Last Lift: 17.09.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2461 J’
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2461 J’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘BRAKE LEVER’.
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20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE PULL ROD’.
28.06.1990 Repair ‘DOOR COMPLETE’.
28.06.1990 Repair ‘DOOR LOCK MECHANISM’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2461 J’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘END HOSE’.
20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1990 Repair ‘STEP’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
22.09.1990 Repair ‘STEP’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2461 J’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘DOOR LOCK MECHANISM’.
20.11.1990 Repair ‘DOOR OPENING MECHANISM’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BRAKE BLOCK RB95’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘DOOR LOCK MECHANISM’.
02.01.1992 Repair ‘EMPTY LOAD VALVE’.
02.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
19.03.1992 Repair ‘STEP’.
19.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2461 J’
17.04.1992 Repair ‘HANDRAILS END’.
17.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2461 J’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BRAKE LEVER’.
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21.01.1993 Repair ‘BRAKE PULL ROD’.
21.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.01.1993 Repair ‘TOP CENTRE PLATE’.
21.01.1993 Repair ‘TRAIN PIPE (END)’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2461 J’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE CONTROL PIPE’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2461 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2461 J’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2462

Details: wagon ‘RBFX 2462 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.01.1972
Operating System: AN
Intended Use: GENERAL
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Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB WR
Return to Service Date: 08.11.1994
Due Triple Valve: 01.10.1987
Last Brake Cylinder: 10.04.1990
Last Single Car Test: 08.11.1989
Last Lift: 08.02.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘BRAKE PULL ROD’.
07.11.1989 Repair ‘COUPLER COMPLETE’.
07.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1989 Repair ‘DOOR FRAME’.
07.11.1989 Repair ‘DOOR LOCK MECHANISM’.
07.11.1989 Repair ‘DOOR OPENING MECHANISM’.
07.11.1989 Repair ‘DOOR SEAL’.
07.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘SIDE MEMBER’.
07.11.1989 Repair ‘SIDE STEP’.
07.11.1989 Repair ‘STEP’.
07.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2462 S’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘COUPLER COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.04.1990 Repair ‘END HOSE’.
10.04.1990 Repair ‘HANDRAILS END’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2462 S’
30.04.1990 Repair ‘HANDBRAKE HANDLE’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2462 S’
19.05.1990 Repair ‘COUPLER COMPLETE’.
19.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2462 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2462 S’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2466

14.12.1996 Reclassified from wagon ‘RBFX 2466 C’ to ’ wagon ‘ABFY 2466 M’.

RBFX 2467

26.11.1996 Reclassified from wagon ‘RBFX 2467 L’ to ’ wagon ‘ABFY 2467 V’.

RBFX 2470

Details: wagon ‘RBFX 2470 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.02.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

11770



2.611. Wagon classification starting with ‘RBF’

Corporate ID flag: Y
Fleet Grp Code: AB CN
Return to Service Date: 22.02.1995
Due Triple Valve: 01.04.1990
Last Brake Cylinder: 04.01.1991
Last Single Car Test: 04.07.1989
Last Lift: 23.04.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE PULL ROD’.
03.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1989 Repair ‘DOOR SLIDE RAIL’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Repair ‘SIDE BEARER’.
03.07.1989 Repair ‘SIDE BEARER CLEARANCE’.
03.07.1989 Repair ‘TRAIN PIPE’.
03.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2470 X’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘DOOR LOCK MECHANISM’.
24.01.1990 Repair ‘EMPTY LOAD VALVE’.
24.01.1990 Repair ‘GRADE CONTROL VALVE’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
10.05.1990 Repair ‘STRIKING CASTING’.
10.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2470 X’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘EMPTY LOAD VALVE’.
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘GRADE CONTROL VALVE’.
28.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1990 Repair ‘STRIKING CASTING’.
28.05.1990 Repair ‘TRAIN PIPE (END)’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
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ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2470 X’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BEARERS’.
04.01.1991 Repair ‘BRAKE BLOCK RB95’.
04.01.1991 Repair ‘END HOSE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘VEHICLE STENCILS’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
28.01.1992 Repair ‘GRAFFITI REMOVAL’.
28.01.1992 Issued at location ‘Pelican Point’ with a previous code of wagon

‘ABFX 2470 X’
16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT

CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE LEVER’.
03.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘EMPTY LOAD VALVE’.
03.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Repair ‘VEHICLE RECLASSIFY’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘COUPLER COMPLETE’.
30.11.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Repair ‘EMPTY LOAD VALVE’.
30.11.1993 Repair ‘GRADE CONTROL VALVE’.
30.11.1993 Repair ‘TRAIN PIPE (END)’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2470 X’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2470 X’
22.02.1995 Repair ‘VEHICLE RECLASSIFY’.
22.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 2470 X’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2471

Details: wagon ‘RBFX 2471 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.03.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE CN
Return to Service Date: 03.07.1995
Due Triple Valve: 19.07.1989
Last Triple Valve: 06.12.1989
Last Brake Cylinder: 12.08.1992
Last Single Car Test: 21.09.1990
Last Lift: 22.02.1978

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2471 R’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘BRAKE LEVER’.
28.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.11.1989 Repair ‘DOOR COMPLETE’.
28.11.1989 Repair ‘DOOR LOCK MECHANISM’.
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28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘DOOR ROLLER’.
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Repair ‘END HOSE’.
28.11.1989 Repair ‘HANDRAILS END’.
28.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘STEP’.
28.11.1989 Repair ‘TOP CENTRE PLATE’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
28.11.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ABFX 2471 R’
07.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2471 R’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER COMPLETE’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2471 R’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BRAKE BLOCK RB95’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘END HOSE’.
21.09.1990 Repair ‘TRAIN PIPE (END)’.
21.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2471 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.06.1991 Repair ‘HANDRAILS END’.
24.06.1991 Repair ‘STEP’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2471 R’
04.07.1991 Repair ‘STEP’.
04.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2471 R’
18.03.1992 Repair ‘DOOR LOCK MECHANISM’.
18.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2471 R’
25.05.1992 Repair ‘DOOR LOCK MECHANISM’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2471 R’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘DOOR COMPLETE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
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12.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2471 R’
01.10.1992 Repair ‘HANDRAILS END’.
01.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2471 R’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2471 R’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘COUPLER COMPLETE’.
30.11.1993 Repair ‘DOOR LOCK MECHANISM’.
30.11.1993 Repair ‘DOOR OPENING MECHANISM’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2471 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2471 R’
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ABFX 2471 R’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

12.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2472

Details: wagon ‘RBFX 2472 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $17260
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.03.1972
Operating System: AN
Intended Use: GENERAL
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Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 28.03.1995
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 05.05.1988
Last Single Car Test: 25.05.1992
Last Lift: 02.06.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘DOOR LOCK MECHANISM’.
21.08.1989 Repair ‘DOOR OPENING MECHANISM’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘HANDRAILS END’.
21.08.1989 Repair ‘STRIKING CASTING’.
21.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2472 D’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘TRAIN PIPE (END)’.
23.04.1990 Repair ‘TRAIN PIPE’.
23.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2472 D’
04.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2472 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2472 D’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘END BRAKE COCK’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
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24.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2472 D’
18.09.1992 Repair ‘HANDRAILS END’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2472 D’
03.04.1993 Repair ‘HANDRAILS END’.
03.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2472 D’
02.06.1993 Repair ‘HANDRAILS END’.
02.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2472 D’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2472 D’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘FLOOR BOARDS’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2472 D’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2472 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2472 D’
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 2472 D’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2476

Details: wagon ‘RBFX 2476 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 134
Date Built: 15.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 15.05.1995
Due Triple Valve: 01.10.1988
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 25.09.1992
Last Single Car Test: 25.09.1992
Last Lift: 23.11.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRAKE PULL ROD’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.10.1989 Repair ‘DOOR COMPLETE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘END BRAKE COCK’.
12.10.1989 Repair ‘END HOSE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘PARTITION’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2476 Q’
14.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABFX 2476 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘TRAIN PIPE (END)’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2476 Q’
08.07.1991 Repair ‘TRAIN PIPE’.
08.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2476 Q’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘DOOR OPENING MECHANISM’.
18.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘END HOSE’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Repair ‘ROOF SHEET’.
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18.07.1991 Repair ‘TRAIN PIPE (END)’.
18.07.1991 Repair ‘TRAIN PIPE (END)’.
18.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2476 Q’
25.07.1991 Repair ‘SIDE COMPLETE’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2476 Q’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1991 Repair ‘END BRAKE COCK’.
12.11.1991 Repair ‘END HOSE’.
12.11.1991 Repair ‘HANDRAILS END’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘STEP’.
12.11.1991 Repair ‘TRAIN PIPE (END)’.
12.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1991 Repair ‘YOKE CARRIER’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2476 Q’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘END BRAKE COCK’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2476 Q’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BRAKE PULL ROD’.
22.09.1992 Repair ‘CARD OR CLIP HOLDER’.
22.09.1992 Repair ‘COUPLER COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1992 Repair ‘DOOR COMPLETE’.
22.09.1992 Repair ‘DOOR LOCK MECHANISM’.
22.09.1992 Repair ‘DOOR SEAL’.
22.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1992 Repair ‘STANCHION’.
22.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2476 Q’
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18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘END HOSE’.
18.12.1993 Repair ‘END HOSE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘WEAR PLATES & SADDLES’.
18.12.1993 Repair ‘WEAR PLATES & SADDLES’.
18.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2476 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Goulburn’ with a previous code of wagon ‘ABFX 2476 Q’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

15.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2477

26.03.1996 Reclassified from wagon ‘RBFX 2477 T’ to ’ wagon ‘ABFY 2477 G’.

RBFX 2478

Details: wagon ‘RBFX 2478 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Fleet Grp Code: WR CN AB
Return to Service Date: 23.01.1995
Last Triple Valve: 26.10.1992
Last Brake Cylinder: 14.11.1988
Last Single Car Test: 05.11.1990
Last Lift: 09.07.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘SIDE BEARER’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2478 L’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.10.1989 Repair ‘DOOR LOCK MECHANISM’.
03.10.1989 Repair ‘END BRAKE COCK’.
03.10.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2478 L’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Repair ‘CARD OR CLIP HOLDER’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.11.1990 Repair ‘DOOR COVERING’.
01.11.1990 Repair ‘DOOR LOCK MECHANISM’.
01.11.1990 Repair ‘DOOR ROLLER’.
01.11.1990 Repair ‘DOOR SEAL’.
01.11.1990 Repair ‘DOOR SLIDE RAIL’.
01.11.1990 Repair ‘HANDRAILS END’.
01.11.1990 Repair ‘SIDE BEARER’.
01.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1990 Repair ‘WEAR PLATES & SADDLES’.
01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2478 L’
14.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2478 L’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2478 L’
22.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2478 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.09.1991 Repair ‘HANDRAILS END’.
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23.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2478 L’
01.06.1992 Repair ‘DOOR COMPLETE’.
01.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2478 L’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BEARINGS’.
26.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.10.1992 Repair ‘TRAIN PIPE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2478 L’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2478 L’
09.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘EMPTY LOAD VALVE’.
09.11.1993 Repair ‘GRADE CONTROL VALVE’.
09.11.1993 Repair ‘HITCH LOCK MECHANISM’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2478 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2478 L’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 2478 L’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2479

Details: wagon ‘RBFX 2479 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
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Date Built: 22.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE CN
Return to Service Date: 23.11.1994
Last Brake Cylinder: 05.05.1993
Last Single Car Test: 17.01.1990
Last Lift: 16.12.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

17.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1989 Repair ‘STEP’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2479 U’
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 2479 U’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE LEVER’.
24.08.1989 Repair ‘DOOR COMPLETE’.
24.08.1989 Repair ‘END BRAKE COCK’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2479 U’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘CARD OR CLIP HOLDER’.
15.01.1990 Repair ‘DOOR OPENING MECHANISM’.
15.01.1990 Repair ‘DOOR SLIDE RAIL’.
15.01.1990 Repair ‘END BRAKE COCK’.
15.01.1990 Repair ‘END HOSE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2479 U’
31.01.1990 Repair ‘STEP’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2479 U’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1990 Repair ‘DOOR COMPLETE’.
26.11.1990 Repair ‘DOOR LOCK MECHANISM’.
26.11.1990 Repair ‘DOOR SEAL’.
26.11.1990 Repair ‘EMPTY LOAD VALVE’.
26.11.1990 Repair ‘END HOSE’.
26.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2479 U’
21.01.1991 Repair ‘COUPLER KNUCKLE’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2479 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘DOOR LOCK MECHANISM’.
27.01.1993 Repair ‘DOOR SLIDE RAIL’.
27.01.1993 Repair ‘EMPTY LOAD VALVE’.
27.01.1993 Repair ‘GRADE CONTROL VALVE’.
27.01.1993 Repair ‘STEP’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2479 U’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘DOOR COMPLETE’.
05.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2479 U’
25.07.1993 Repair ‘HANDRAILS END’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2479 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2479 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2480

Details: wagon ‘RBFX 2480 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 25.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: WR CZ AB
Return to Service Date: 22.01.1995
Due Triple Valve: 01.03.1997
Last Triple Valve: 01.05.1990
Last Brake Cylinder: 01.05.1990
Last Lift: 31.03.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.05.1990 Repair ‘DOOR COMPLETE’.
01.05.1990 Repair ‘END BRAKE COCK’.
01.05.1990 Repair ‘END HOSE’.
01.05.1990 Repair ‘HANDRAILS END’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1990 Repair ‘VEHICLE COMPLETE’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2480 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2480 Q’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2481

19.11.1996 Reclassified from wagon ‘RBFX 2481 T’ to ’ wagon ‘ABFY 2481 G’.
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RBFX 2484

10.04.1997 Reclassified from wagon ‘RBFX 2484 A’ to ’ wagon ‘ABFY 2484 K’.

RBFX 2485

04.04.1996 Reclassified from wagon ‘RBFX 2485 J’ to ’ wagon ‘ABFY 2485 T’.

RBFX 2486

13.12.1996 Reclassified from wagon ‘RBFX 2486 S’ to ’ wagon ‘ABFY 2486 F’.

RBFX 2487

22.11.1996 Reclassified from wagon ‘RBFX 2487 E’ to ’ wagon ‘ABFY 2487 Y’.

RBFX 2488

Details: wagon ‘RBFX 2488 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 16.01.1995
Due Triple Valve: 27.02.1997
Last Triple Valve: 09.06.1988
Last Brake Cylinder: 19.08.1991
Last Single Car Test: 19.10.1988
Last Lift: 27.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘DOOR COMPLETE’.
10.07.1989 Repair ‘DOOR LOCK MECHANISM’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER COMPLETE’.
16.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1989 Repair ‘DOOR LOCK MECHANISM’.
16.10.1989 Repair ‘DOOR SLIDE RAIL’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘EMPTY LOAD VALVE’.
29.11.1989 Repair ‘GRADE CONTROL VALVE’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
03.08.1990 Repair ‘DOOR COMPLETE’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2488 T’
30.09.1990 Repair ‘BRAKE BLOCK RB95’.
30.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
26.10.1990 Repair ‘SIDE BEARER’.
26.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘END HOSE’.
24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
15.05.1991 Repair ‘END HOSE’.
15.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR COMPLETE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
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19.08.1991 Repair ‘END HOSE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2488 T’
24.07.1992 Repair ‘DOOR LOCK MECHANISM’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1992 Repair ‘DOOR COMPLETE’.
31.07.1992 Repair ‘DOOR OPENING MECHANISM’.
31.07.1992 Repair ‘EMPTY LOAD VALVE’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1992 Repair ‘DOOR LOCK MECHANISM’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘TRAIN PIPE (END)’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
23.02.1993 Repair ‘DOOR LOCK MECHANISM’.
23.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2488 T’
15.06.1993 Repair ‘END BRAKE COCK’.
15.06.1993 Repair ‘END HOSE’.
15.06.1993 Repair ‘TRAIN PIPE (END)’.
15.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
13.09.1993 Repair ‘DOOR COMPLETE’.
13.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2488 T’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 2488 T’
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22.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2489

04.12.1996 Reclassified from wagon ‘RBFX 2489 W’ to ’ wagon ‘ABFY 2489 J’.

RBFX 2490

Details: wagon ‘RBFX 2490 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 30.03.1995
Due Triple Valve: 01.11.1990
Last Brake Cylinder: 07.11.1988
Last Single Car Test: 17.02.1992
Last Lift: 01.07.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2490 B’
02.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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02.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2490 B’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE PULL ROD’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2490 B’
12.11.1990 Repair ‘STEP’.
12.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2490 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2490 B’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BRAKE LEVER’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘CARD OR CLIP HOLDER’.
14.02.1992 Repair ‘DOOR FRAME’.
14.02.1992 Repair ‘DOOR LOCK MECHANISM’.
14.02.1992 Repair ‘DOOR OPENING MECHANISM’.
14.02.1992 Repair ‘DOOR ROLLER’.
14.02.1992 Repair ‘DOOR SEAL’.
14.02.1992 Repair ‘DOOR SLIDE RAIL’.
14.02.1992 Repair ‘END BRAKE COCK’.
14.02.1992 Repair ‘END HOSE’.
14.02.1992 Repair ‘END SHEETING’.
14.02.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘TRAIN PIPE (END)’.
14.02.1992 Repair ‘TRAIN PIPE’.
14.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1992 Repair ‘WEAR PLATES & SADDLES’.
14.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2490 B’
02.04.1992 Repair ‘HANDRAILS’.
02.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2490 B’
21.04.1992 Repair ‘DOOR LOCK MECHANISM’.
21.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1992 Repair ‘STEP’.
21.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2490 B’
01.05.1993 Repair ‘STEP’.
01.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2490 B’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘END BRAKE COCK’.
07.01.1994 Repair ‘TRAIN PIPE (END)’.
07.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 2490 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
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03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2490 B’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2494

Details: wagon ‘RBFX 2494 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 05.12.1994
Due Triple Valve: 01.08.1997
Last Triple Valve: 28.07.1993
Last Brake Cylinder: 19.04.1991
Last Single Car Test: 28.07.1993
Last Lift: 01.09.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2494 Y’
12.12.1990 Repair ‘DOOR LOCK MECHANISM’.
12.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2494 Y’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2494 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1991 Repair ‘ROOF SHEET’.
19.04.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2494 Y’
05.07.1991 Repair ‘HANDRAILS END’.
05.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2494 Y’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.07.1991 Repair ‘DOOR LOCK MECHANISM’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2494 Y’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘END BRAKE COCK’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2494 Y’
25.05.1992 Repair ‘VEHICLE COMPLETE’.
25.05.1992 Repair ‘VEHICLE STENCILS’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2494 Y’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BRANCH PIPE’.
27.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.07.1993 Repair ‘DOOR LOCK MECHANISM’.
27.07.1993 Repair ‘DOOR ROLLER’.
27.07.1993 Repair ‘DOOR SLIDE RAIL’.
27.07.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2494 Y’
02.09.1993 Repair ‘STEP’.
02.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2494 Y’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2494 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
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(NRC047)’. New class: ‘RBFX’.
05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2494 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2499

27.09.1996 Reclassified from wagon ‘RBFX 2499 H’ to ’ wagon ‘ABFY 2499 R’.

RBFX 2500

03.10.1996 Reclassified from wagon ‘RBFX 2500 W’ to ’ wagon ‘ABFY 2500 J’.

RBFX 2502

Details: wagon ‘RBFX 2502 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 03.11.1994
Last Brake Cylinder: 17.09.1990
Last Single Car Test: 17.09.1990
Last Lift: 28.07.1986
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21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘DOOR COMPLETE’.
15.02.1990 Repair ‘DOOR SEAL’.
15.02.1990 Repair ‘END HOSE’.
15.02.1990 Repair ‘SIDE BEARER’.
15.02.1990 Repair ‘TOP CENTRE PLATE’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
15.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1990 Repair ‘WEAR PLATES & SADDLES’.
15.02.1990 Repair ‘YOKE CARRIER’.
15.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2502 A’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Repair ‘BRAKE PULL ROD’.
17.09.1990 Repair ‘END BRAKE COCK’.
17.09.1990 Repair ‘ISOLATING COCK’.
17.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1990 Repair ‘TRAIN PIPE (END)’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2502 A’
12.11.1990 Repair ‘BOGIE BEARERS’.
12.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2502 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘END HOSE’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2502 A’
31.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.03.1992 Repair ‘BRANCH PIPE’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2502 A’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1992 Repair ‘VEHICLE COMPLETE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2502 A’
19.09.1992 Repair ‘HANDRAILS’.
19.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BEARINGS’.
21.12.1992 Repair ‘BRANCH PIPE’.
21.12.1992 Repair ‘COUPLER KNUCKLE’.
21.12.1992 Repair ‘END HOSE’.
21.12.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2502 A’
06.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
16.09.1993 Repair ‘END HOSE’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
09.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2502 A’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2502 A’
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘ABFX 2502 A’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2503

Details: wagon ‘RBFX 2503 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CZ AB
Return to Service Date: 09.12.1994
Due Triple Valve: 01.01.1992
Last Triple Valve: 19.11.1991
Last Brake Cylinder: 11.09.1991
Last Single Car Test: 05.04.1991
Last Lift: 01.12.1986

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘DOOR COMPLETE’.
04.07.1989 Repair ‘DOOR LOCK MECHANISM’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2503 J’
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘DOOR LOCK MECHANISM’.
08.11.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2503 J’
15.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2503 J’
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2503 J’
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13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘DOOR LOCK MECHANISM’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘END HOSE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2503 J’
10.07.1990 Repair ‘DOOR LOCK MECHANISM’.
10.07.1990 Repair ‘DOOR SLIDE RAIL’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2503 J’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2503 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘EMPTY LOAD VALVE’.
20.04.1991 Repair ‘END BRAKE COCK’.
20.04.1991 Repair ‘GRADE CONTROL VALVE’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2503 J’
16.08.1991 Repair ‘END HOSE’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2503 J’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.09.1991 Repair ‘COUPLER KNUCKLE’.
11.09.1991 Repair ‘EMPTY LOAD VALVE’.
11.09.1991 Repair ‘END BRAKE COCK’.
11.09.1991 Repair ‘GRADE CONTROL VALVE’.
11.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2503 J’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2503 J’
12.12.1991 Repair ‘STEP’.
12.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2503 J’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2503 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2503 J’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2504

05.09.1995 Reclassified from wagon ‘RBFX 2504 M’ to ’ wagon ‘ABFY 2504 W’.

RBFX 2505

27.03.1997 Reclassified from wagon ‘RBFX 2505 V’ to ’ wagon ‘ABFY 2505 X’.

RBFX 2507

Details: wagon ‘RBFX 2507 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 06.12.1994
Last Brake Cylinder: 07.09.1991
Last Single Car Test: 08.12.1988
Last Lift: 05.08.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Repair ‘DOOR OPENING MECHANISM’.
24.07.1989 Repair ‘END HOSE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘DOOR LOCK MECHANISM’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DOOR OPENING MECHANISM’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘DOOR LOCK MECHANISM’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘DOOR LOCK MECHANISM’.
07.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.09.1991 Repair ‘END BRAKE COCK’.
07.09.1991 Repair ‘END BRAKE COCK’.
07.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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07.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1991 Repair ‘YOKE COMPLETE’.
07.09.1991 Repair ‘YOKE FOLLOWER’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
06.10.1991 Repair ‘HANDRAILS END’.
06.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2507 W’
23.10.1991 Repair ‘BRAKE PULL ROD’.
23.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2507 W’
24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘STEP’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2507 W’
28.05.1992 Repair ‘CENTRE SILL’.
28.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2507 W’
22.08.1992 Repair ‘HANDRAILS END’.
22.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2507 W’
12.11.1992 Repair ‘HANDRAILS END’.
12.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2507 W’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘COUPLER KNUCKLE’.
13.01.1993 Repair ‘EMPTY LOAD VALVE’.
13.01.1993 Repair ‘END BRAKE COCK’.
13.01.1993 Repair ‘END HOSE’.
13.01.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1993 Repair ‘STEP’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
15.07.1993 Repair ‘HANDRAILS’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2507 W’
30.07.1993 Repair ‘VEHICLE COMPLETE’.
30.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2507 W’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2507 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2507 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
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2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2509

Details: wagon ‘RBFX 2509 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE CN AB
Return to Service Date: 28.11.1994
Last Triple Valve: 07.07.1988
Last Brake Cylinder: 08.09.1989
Last Single Car Test: 07.11.1991
Last Lift: 23.01.1976

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRAKE PULL ROD’.
08.09.1989 Repair ‘COUPLER COMPLETE’.
08.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Repair ‘YOKE CARRIER’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2509 R’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE PULL ROD’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
02.10.1989 Repair ‘GRADE CONTROL VALVE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2509 R’
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20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
20.10.1989 Repair ‘DOOR COMPLETE’.
20.10.1989 Repair ‘EMPTY LOAD VALVE’.
20.10.1989 Repair ‘GRADE CONTROL VALVE’.
20.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2509 R’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘END HOSE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2509 R’
09.07.1990 Repair ‘DOOR LOCK MECHANISM’.
09.07.1990 Repair ‘HANDRAILS END’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2509 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘HANDRAILS END’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2509 R’
28.05.1991 Repair ‘END HOSE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2509 R’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1991 Repair ‘TOP CENTRE PLATE’.
06.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2509 R’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘DOOR SEAL’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2509 R’
21.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2509 R’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 2509 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 2509 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
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SELECTED. (RS4907)’. New class: ‘ABFY’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2510

Details: wagon ‘RBFX 2510 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 23.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 19.10.1990
Last Lift: 01.02.1984

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2510 N’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.08.1989 Repair ‘BRAKE PULL ROD’.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.08.1989 Repair ‘STEP’.
18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘DOOR LOCK MECHANISM’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘WEAR PLATES & SADDLES’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘DOOR LOCK MECHANISM’.
27.01.1990 Repair ‘EMPTY LOAD VALVE’.
27.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.01.1990 Repair ‘WHEEL SET’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
10.03.1990 Repair ‘STEP’.
10.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘END HOSE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘DOOR COMPLETE’.
06.09.1990 Repair ‘DOOR LOCK MECHANISM’.
06.09.1990 Repair ‘DOOR OPENING MECHANISM’.
06.09.1990 Repair ‘DOOR ROLLER’.
06.09.1990 Repair ‘DOOR SEAL’.
06.09.1990 Repair ‘HANDRAILS END’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2510 N’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘HANDRAILS END’.
18.10.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2510 N’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘DOOR COMPLETE’.
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
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19.01.1991 Repair ‘BRAKE BLOCK RB95’.
19.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2510 N’
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2510 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.07.1991 Repair ‘HANDRAILS END’.
14.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2510 N’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘EMPTY LOAD VALVE’.
08.08.1991 Repair ‘GRADE CONTROL VALVE’.
08.08.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2510 N’
17.07.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2510 N’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘DOOR LOCK MECHANISM’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘DOOR COMPLETE’.
21.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1993 Repair ‘SIDE BEARER’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2510 N’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘DOOR COMPLETE’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
24.09.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘TRAIN PIPE’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
20.12.1993 Repair ‘DOOR LOCK MECHANISM’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2510 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2510 N’
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2510 N’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2512

Details: wagon ‘RBFX 2512 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $18340
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Fleet Grp Code: RZ RE CN AB
Return to Service Date: 04.11.1994
Last Brake Cylinder: 19.11.1991
Last Single Car Test: 19.11.1991
Last Lift: 01.08.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘BRAKE LEVER’.
15.11.1991 Repair ‘BRAKE PIN’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘DOOR COMPLETE’.
15.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1991 Repair ‘TRAIN PIPE’.
15.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1991 Repair ‘YOKE PIN’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2512 X’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘DOOR COMPLETE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘END HOSE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘ROOF COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2512 X’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘DOOR COMPLETE’.
01.03.1993 Repair ‘ROOF COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2512 X’
01.08.1993 Repair ‘SIDE STEP’.
01.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2512 X’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘TOP CENTRE PLATE’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2512 X’
09.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2512 X’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 2512 X’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2648

Details: wagon ‘RBFX 2648 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 16.07.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 10.09.1993
Last Triple Valve: 04.07.1988
Last Brake Cylinder: 04.07.1988
Last Single Car Test: 15.09.1993
Last Lift: 01.02.1983

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2648 B’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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2.611. Wagon classification starting with ‘RBF’

RBFX 2650

Details: wagon ‘RBFX 2650 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 09.12.1994
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 11.02.1991
Last Single Car Test: 23.05.1990
Last Lift: 10.08.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BRAKE PULL ROD’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Repair ‘TRAIN PIPE (END)’.
19.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2650 G’
29.01.1991 Repair ‘DOOR LOCK MECHANISM’.
29.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2650 G’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR COMPLETE’.
11.02.1991 Repair ‘DOOR OPENING MECHANISM’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘END BRAKE COCK’.
11.02.1991 Repair ‘END HOSE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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11.02.1991 Repair ‘SIDE SHEET’.
11.02.1991 Repair ‘STEP’.
11.02.1991 Repair ‘TRAIN PIPE (END)’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2650 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘UNDERFRAME COMPLETE’.
02.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2650 G’
10.08.1991 Repair ‘STEP’.
10.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2650 G’
28.10.1991 Repair ‘VEHICLE COMPLETE’.
28.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2650 G’
11.05.1992 Repair ‘STEP’.
11.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2650 G’
13.12.1992 Repair ‘END HOSE’.
13.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2650 G’
04.06.1993 Repair ‘STEP’.
04.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2650 G’
14.09.1993 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2650 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2650 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2651

Details: wagon ‘RBFX 2651 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE CN
Return to Service Date: 09.11.1994
Due Triple Valve: 29.09.1993
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 14.10.1988
Last Single Car Test: 03.10.1991
Last Lift: 15.04.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE COMPLETE’.
09.02.1990 Repair ‘TRAIN PIPE’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2651 P’
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘DOOR COMPLETE’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2651 P’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘DOOR COMPLETE’.
01.03.1991 Repair ‘DOOR OPENING MECHANISM’.
01.03.1991 Repair ‘EMPTY LOAD VALVE’.
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2651 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.05.1991 Repair ‘STEP’.
13.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2651 P’
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16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘END BRAKE COCK’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2651 P’
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘VEHICLE STENCILS’.
22.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2651 P’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘CARD OR CLIP HOLDER’.
02.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.10.1991 Repair ‘DOOR COVERING’.
02.10.1991 Repair ‘DOOR FRAME’.
02.10.1991 Repair ‘DOOR OPENING MECHANISM’.
02.10.1991 Repair ‘DOOR ROLLER’.
02.10.1991 Repair ‘WEAR PLATES & SADDLES’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2651 P’
17.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2651 P’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.09.1992 Repair ‘COUPLER KNUCKLE’.
29.09.1992 Repair ‘END BRAKE COCK’.
29.09.1992 Repair ‘END HOSE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2651 P’
03.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2651 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2651 P’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2651 P’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2651 P’
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 2651 P’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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RBFX 2652

Details: wagon ‘RBFX 2652 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 09.12.1994
Due Triple Valve: 05.08.1988
Last Brake Cylinder: 01.08.1990
Last Lift: 22.04.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

16.08.1989 Repair ‘DOOR LOCK MECHANISM’.
16.08.1989 Repair ‘END HOSE’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2652 B’
01.10.1989 Repair ‘COUPLER KNUCKLE’.
01.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2652 B’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘DOOR LOCK MECHANISM’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘STEP’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2652 B’
12.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2652 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.
(NRC047)’. New class: ‘RBFX’.

09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2652 B’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2653

13.11.1996 Reclassified from wagon ‘RBFX 2653 E’ to ’ wagon ‘ABFY 2653 Y’.

RBFX 2654

20.05.1996 Reclassified from wagon ‘RBFX 2654 N’ to ’ wagon ‘ABFY 2654 A’.

RBFX 2658

Details: wagon ‘RBFX 2658 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.08.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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2.611. Wagon classification starting with ‘RBF’

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 22.11.1994
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 12.01.1994
Last Single Car Test: 18.04.1988
Last Lift: 01.04.1984

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘DOOR LOCK MECHANISM’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘END HOSE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2658 J’
09.04.1990 Repair ‘END BRAKE COCK’.
09.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2658 J’
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.11.1992 Repair ‘HANDRAILS END’.
18.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
07.12.1992 Repair ‘TRAIN PIPE (END)’.
07.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘BOGIE COMPLETE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1993 Repair ‘STRIKING CASTING’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2658 J’
14.08.1993 Repair ‘HANDRAILS END’.
14.08.1993 Repair ‘STEP’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
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12.01.1994 Repair ‘END BRAKE COCK’.
12.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1994 Repair ‘TRAIN PIPE (END)’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2658 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2658 J’
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 2658 J’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2660

03.04.1996 Reclassified from wagon ‘RBFX 2660 X’ to ’ wagon ‘ABFY 2660 S’.

RBFX 2661

Details: wagon ‘RBFX 2661 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
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BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 03.09.1995
Due Triple Valve: 27.02.1989
Last Triple Valve: 19.08.1988
Last Brake Cylinder: 06.09.1991
Last Single Car Test: 25.01.1990
Last Lift: 27.08.1976

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.10.1989 Repair ‘STEP’.
23.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2661 A’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘TRAIN PIPE (END)’.
19.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2661 A’
14.05.1990 Repair ‘VEHICLE COMPLETE’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘END HOSE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘DOOR LOCK MECHANISM’.
19.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2661 A’
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2661 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRANCH PIPE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DOOR OPENING MECHANISM’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘TRAIN PIPE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
22.11.1991 Repair ‘DOOR COMPLETE’.
22.11.1991 Repair ‘SIDE BEARER’.
22.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2661 A’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘DOOR LOCK MECHANISM’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘TRAIN PIPE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
13.03.1992 Repair ‘STEP’.
13.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2661 A’
20.06.1992 Repair ‘STEP’.
20.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2661 A’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BEARINGS’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘DOOR COMPLETE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘END BRAKE COCK’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘STEP’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘TRAIN PIPE (END)’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2661 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2661 A’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 2661 A’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
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3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.

RBFX 2662

15.11.1996 Reclassified from wagon ‘RBFX 2662 D’ to ’ wagon ‘ABFY 2662 N’.

RBFX 2663

28.06.1996 Reclassified from wagon ‘RBFX 2663 M’ to ’ wagon ‘ABFY 2663 W’.

RBFX 2665

12.11.1996 Reclassified from wagon ‘RBFX 2665 H’ to ’ wagon ‘ABFY 2665 R’.

RBFX 2666

Details: wagon ‘RBFX 2666 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE
Return to Service Date: 24.12.1994
Due Triple Valve: 16.10.1994
Last Brake Cylinder: 09.12.1993
Last Single Car Test: 09.12.1993
Last Lift: 23.02.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘BRAKE PULL ROD’.
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21.08.1989 Repair ‘DOOR HINGES AND PINS’.
21.08.1989 Repair ‘DOOR LOCK MECHANISM’.
21.08.1989 Repair ‘END BRAKE COCK’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE BLOCK RB95’.
08.01.1990 Repair ‘BRAKE LEVER’.
08.01.1990 Repair ‘BRAKE PULL ROD’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘END BRAKE COCK’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1990 Repair ‘TRAIN PIPE (END)’.
08.01.1990 Repair ‘TRAIN PIPE’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
28.09.1990 Repair ‘TRAIN PIPE (END)’.
28.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2666 W’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘END BRAKE COCK’.
04.10.1990 Repair ‘END HOSE’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘TRAIN PIPE (END)’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘EMPTY LOAD VALVE’.
16.04.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1991 Repair ‘WEAR PLATES & SADDLES’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
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04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
31.07.1993 Repair ‘STEP’.
31.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2666 W’
16.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 2666 W’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘BRAKE LEVER’.
09.12.1993 Repair ‘COUPLER COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘DOOR HINGES AND PINS’.
09.12.1993 Repair ‘DOOR LOCK MECHANISM’.
09.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘STEP’.
09.12.1993 Repair ‘TOP CENTRE PLATE’.
09.12.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Repair ‘VEHICLE COMPLETE’.
09.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2666 W’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2666 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2666 W’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2666 W’
24.12.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
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‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2668

10.04.1997 Reclassified from wagon ‘RBFX 2668 L’ to ’ wagon ‘ABFY 2668 V’.

RBFX 2669

Details: wagon ‘RBFX 2669 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.09.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 26.08.1994
Due Triple Valve: 01.04.1992
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 01.12.1988
Last Lift: 03.06.1987

04.01.1995 Repair ‘VEHICLE RECLASSIFY’.
04.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 2669 D’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2670

Details: wagon ‘RBFX 2670 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 10.11.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 25.06.1995
Due Triple Valve: 18.02.1989
Last Triple Valve: 03.02.1992
Last Brake Cylinder: 31.01.1990
Last Single Car Test: 07.10.1992
Last Lift: 21.11.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘DOOR LOCK MECHANISM’.
26.07.1989 Repair ‘DOOR ROLLER’.
26.07.1989 Repair ‘EMPTY LOAD VALVE’.
26.07.1989 Repair ‘END HOSE’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘DOOR COMPLETE’.
24.11.1989 Repair ‘DOOR SEAL’.
24.11.1989 Repair ‘DOOR SLIDE RAIL’.
24.11.1989 Repair ‘END FRAME MEMBER’.
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24.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘TRAIN PIPE (END)’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2670 W’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘DOOR COMPLETE’.
31.01.1990 Repair ‘EMPTY LOAD VALVE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
02.02.1990 Repair ‘DOOR LOCK MECHANISM’.
02.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2670 W’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘BRAKE PULL ROD’.
01.06.1990 Repair ‘DOOR FRAME’.
01.06.1990 Repair ‘DOOR HINGES AND PINS’.
01.06.1990 Repair ‘DOOR LOCK MECHANISM’.
01.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1990 Repair ‘TOP CENTRE PLATE’.
01.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2670 W’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘DOOR COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘DOOR COMPLETE’.
07.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1990 Repair ‘SIDE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
13.10.1990 Repair ‘BRAKE LEVER’.
13.10.1990 Repair ‘BRAKE PULL ROD’.
13.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2670 W’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘DOOR LOCK MECHANISM’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
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25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
12.11.1990 Repair ‘DOOR COMPLETE’.
12.11.1990 Repair ‘DOOR LOCK MECHANISM’.
12.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2670 W’
19.11.1990 Repair ‘ROOF COMPLETE’.
19.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2670 W’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2670 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2670 W’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DOOR COMPLETE’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
29.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2670 W’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1992 Repair ‘BRAKE LEVER’.
03.02.1992 Repair ‘BRAKE PIN’.
03.02.1992 Repair ‘BRAKE PULL ROD’.
03.02.1992 Repair ‘BRANCH PIPE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.02.1992 Repair ‘DOOR LOCK MECHANISM’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Repair ‘ISOLATING COCK’.
03.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1992 Repair ‘TRAIN PIPE (END)’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Repair ‘EMPTY LOAD VALVE’.
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03.03.1992 Repair ‘GRADE CONTROL VALVE’.
03.03.1992 Repair ‘STEP’.
03.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘COUPLER KNUCKLE’.
23.04.1992 Repair ‘DOOR LOCK MECHANISM’.
23.04.1992 Repair ‘EMPTY LOAD VALVE’.
23.04.1992 Repair ‘GRADE CONTROL VALVE’.
23.04.1992 Repair ‘SIDE SHEET’.
23.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2670 W’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘DOOR COMPLETE’.
28.09.1992 Repair ‘DOOR ROLLER’.
28.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1992 Repair ‘HANDRAILS END’.
28.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1992 Repair ‘TRAIN PIPE’.
28.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2670 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2670 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

25.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2674

23.11.1996 Reclassified from wagon ‘RBFX 2674 G’ to ’ wagon ‘ABFY 2674 Q’.

RBFX 2676

Details: wagon ‘RBFX 2676 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 12.02.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE CN
Return to Service Date: 26.12.1994
Due Triple Valve: 01.05.1997
Last Brake Cylinder: 26.09.1990
Last Single Car Test: 16.11.1988
Last Lift: 22.05.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.01.1990 Repair ‘STEP’.
18.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2676 H’
27.01.1990 Repair ‘END HOSE’.
27.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2676 H’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘DOOR LOCK MECHANISM’.
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2676 H’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘DOOR COMPLETE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2676 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Repair ‘END SHEETING’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2676 H’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘END BRAKE COCK’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2676 H’
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29.07.1992 Repair ‘DOOR LOCK MECHANISM’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2676 H’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.06.1993 Repair ‘DOOR LOCK MECHANISM’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2676 H’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘DOOR LOCK MECHANISM’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2676 H’
18.10.1993 Repair ‘DOOR LOCK MECHANISM’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2676 H’
02.12.1993 Repair ‘DOOR LOCK MECHANISM’.
02.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2676 H’
09.01.1994 Repair ‘DOOR LOCK MECHANISM’.
09.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2676 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2676 H’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 2676 H’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2677

Details: wagon ‘RBFX 2677 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 01.12.1973
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 27.07.1989
Last Lift: 06.01.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BRANCH PIPE’.
27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2677 Q’
07.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2677 Q’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
05.04.1991 Repair ‘BRAKE LEVER’.
05.04.1991 Repair ‘BRAKE PULL ROD’.
05.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.04.1991 Repair ‘DOOR LOCK MECHANISM’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘END BRAKE COCK’.
05.04.1991 Repair ‘END BRAKE COCK’.
05.04.1991 Repair ‘END HOSE’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘STEP’.
05.04.1991 Repair ‘TRAIN PIPE (END)’.
05.04.1991 Repair ‘TRAIN PIPE (END)’.
05.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2677 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘DOOR LOCK MECHANISM’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2677 Q’
05.07.1991 Repair ‘VEHICLE COMPLETE’.
05.07.1991 Repair ‘VEHICLE STENCILS’.
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05.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘ABFX 2677 Q’

06.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2677 Q’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘STEP’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2677 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2677 Q’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2678

Details: wagon ‘RBFX 2678 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 29.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.12.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 16.01.1995
Due Triple Valve: 01.05.1996
Last Triple Valve: 07.04.1990
Last Brake Cylinder: 27.04.1988
Last Single Car Test: 10.07.1989
Last Lift: 06.11.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘TRAIN PIPE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2678 C’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘END HOSE’.
09.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
07.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1990 Repair ‘COUPLER KNUCKLE’.
07.04.1990 Repair ‘DOOR ROLLER’.
07.04.1990 Repair ‘END HOSE’.
07.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘DOOR COMPLETE’.
30.04.1990 Repair ‘DOOR LOCK MECHANISM’.
30.04.1990 Repair ‘DOOR OPENING MECHANISM’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
23.10.1990 Repair ‘HANDRAILS END’.
23.10.1990 Repair ‘STEP’.
23.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
30.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
10.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
13.02.1991 Repair ‘BOGIE BEARINGS’.
13.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2678 C’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘END BRAKE COCK’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.07.1991 Repair ‘DOOR LOCK MECHANISM’.
06.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR OPENING MECHANISM’.
07.04.1992 Repair ‘DOOR ROLLER’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
27.08.1992 Repair ‘STEP’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘DOOR LOCK MECHANISM’.
25.11.1992 Repair ‘DOOR ROLLER’.
25.11.1992 Repair ‘END HOSE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
08.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘DOOR LOCK MECHANISM’.
30.04.1993 Repair ‘DOOR ROLLER’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2678 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
24.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2678 C’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 2678 C’
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 2678 C’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
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FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2679

20.11.1996 Reclassified from wagon ‘RBFX 2679 F’ to ’ wagon ‘ABFY 2679 P’.

RBFX 2680

29.11.1996 Reclassified from wagon ‘RBFX 2680 B’ to ’ wagon ‘ABFY 2680 L’.

RBFX 2682

Details: wagon ‘RBFX 2682 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 19.02.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 16.01.1995
Last Brake Cylinder: 20.10.1988
Last Single Car Test: 02.02.1994
Last Lift: 27.03.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
08.11.1989 Repair ‘DOOR LOCK MECHANISM’.
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08.11.1989 Repair ‘END HOSE’.
08.11.1989 Repair ‘STEP’.
08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2682 C’
05.01.1990 Repair ‘END HOSE’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
15.06.1990 Repair ‘STEP’.
15.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
14.07.1990 Repair ‘STEP’.
14.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1990 Repair ‘COUPLER COMPLETE’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘DOOR LOCK MECHANISM’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘END HOSE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2682 C’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.01.1991 Repair ‘DOOR COMPLETE’.
23.01.1991 Repair ‘DOOR COVERING’.
23.01.1991 Repair ‘DOOR LOCK MECHANISM’.
23.01.1991 Repair ‘DOOR OPENING MECHANISM’.
23.01.1991 Repair ‘DOOR SEAL’.
23.01.1991 Repair ‘END BRAKE COCK’.
23.01.1991 Repair ‘HANDRAILS END’.
23.01.1991 Repair ‘SIDE BEARER’.
23.01.1991 Repair ‘STEP’.
23.01.1991 Repair ‘TOP CENTRE PLATE’.
23.01.1991 Repair ‘TRAIN PIPE (END)’.
23.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1991 Repair ‘WEAR PLATES & SADDLES’.
23.01.1991 Repair ‘YOKE PIN’.
23.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2682 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
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AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
14.06.1991 Repair ‘END SHEETING’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2682 C’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘COUPLER KNUCKLE’.
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Repair ‘EMPTY LOAD VALVE’.
03.03.1992 Repair ‘GRADE CONTROL VALVE’.
03.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2682 C’
04.08.1993 Repair ‘STEP’.
04.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘HAND RELEASE (AIR)’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2682 C’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ABFX 2682 C’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COUPLER COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2682 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
17.07.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2682 C’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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RBFX 2684

Details: wagon ‘RBFX 2684 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.11.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 29.09.1994
Due Triple Valve: 12.08.1997
Last Single Car Test: 06.04.1990
Last Lift: 01.06.1984

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘END HOSE’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ABFX 2684 U’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘CARD OR CLIP HOLDER’.
23.08.1989 Repair ‘DOOR LOCK MECHANISM’.
23.08.1989 Repair ‘END SHEETING’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2684 U’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1989 Repair ‘BRAKE PULL ROD’.
01.12.1989 Repair ‘COUPLER COMPLETE’.
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01.12.1989 Repair ‘DOOR LOCK MECHANISM’.
01.12.1989 Repair ‘DOOR SLIDE RAIL’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘END BRAKE COCK’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘HANDRAILS END’.
01.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2684 U’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘BRAKE PULL ROD’.
06.04.1990 Repair ‘COUPLER COMPLETE’.
06.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.04.1990 Repair ‘YOKE COMPLETE’.
06.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2684 U’
03.05.1990 Repair ‘STEP’.
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2684 U’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2684 U’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘CARD OR CLIP HOLDER’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘DOOR SLIDE RAIL’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2684 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘DOOR LOCK MECHANISM’.
23.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2684 U’
15.11.1991 Repair ‘DOOR OPENING MECHANISM’.
15.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2684 U’
06.12.1991 Repair ‘DOOR LOCK MECHANISM’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2684 U’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.09.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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06.09.1993 Repair ‘SIDE BEARER’.
06.09.1993 Repair ‘TRAIN PIPE (END)’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2684 U’
17.10.1993 Repair ‘STEP’.
17.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2684 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2684 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2685

Details: wagon ‘RBFX 2685 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19750
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 30.10.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 08.01.1990
Last Single Car Test: 08.01.1990
Last Lift: 03.02.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.
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05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘DOOR FRAME’.
05.01.1990 Repair ‘DOOR OPENING MECHANISM’.
05.01.1990 Repair ‘DOOR SEAL’.
05.01.1990 Repair ‘DOOR SLIDE RAIL’.
05.01.1990 Repair ‘END BRAKE COCK’.
05.01.1990 Repair ‘END FRAME MEMBER’.
05.01.1990 Repair ‘END HOSE’.
05.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1990 Repair ‘SIDE MEMBER’.
05.01.1990 Repair ‘STEP’.
05.01.1990 Repair ‘TRAIN PIPE (END)’.
05.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2685 G’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘VEHICLE STENCILS’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2685 G’
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2685 G’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2685 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘STEP’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2685 G’
28.05.1991 Repair ‘END HOSE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2685 G’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2685 G’
29.10.1993 Repair ‘DOOR LOCK MECHANISM’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2685 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2685 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
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FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2788

Details: wagon ‘RBFX 2788 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 18.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 19.01.1994
Last Single Car Test: 19.01.1994
Last Lift: 21.06.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2788 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE PULL ROD’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2788 R’
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24.11.1992 Repair ‘DOOR LOCK MECHANISM’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2788 R’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘COUPLER COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2788 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2788 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2789

Details: wagon ‘RBFX 2789 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 31.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Fleet Grp Code: RZ RE CN AB
Return to Service Date: 18.11.1994
Last Triple Valve: 06.07.1993
Last Brake Cylinder: 17.12.1992
Last Single Car Test: 19.10.1990
Last Lift: 23.05.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

29.09.1989 Repair ‘DOOR LOCK MECHANISM’.
29.09.1989 Repair ‘END HOSE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2789 D’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘DOOR ROLLER’.
26.10.1989 Repair ‘EMPTY LOAD VALVE’.
26.10.1989 Repair ‘GRADE CONTROL VALVE’.
26.10.1989 Repair ‘TRAIN PIPE’.
26.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2789 D’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Repair ‘BRAKE PULL ROD’.
26.06.1990 Repair ‘END BRAKE COCK’.
26.06.1990 Repair ‘END HOSE’.
26.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2789 D’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BRANCH PIPE’.
17.10.1990 Repair ‘DOOR LOCK MECHANISM’.
17.10.1990 Repair ‘END BRAKE COCK’.
17.10.1990 Repair ‘END HOSE’.
17.10.1990 Repair ‘TRAIN PIPE (END)’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2789 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2789 D’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘DOOR LOCK MECHANISM’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2789 D’
29.07.1992 Repair ‘DOOR LOCK MECHANISM’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2789 D’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
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17.12.1992 Repair ‘DOOR LOCK MECHANISM’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2789 D’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘END BRAKE COCK’.
18.03.1993 Repair ‘END HOSE’.
18.03.1993 Repair ‘TRAIN PIPE (END)’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2789 D’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘DOOR LOCK MECHANISM’.
06.07.1993 Repair ‘DOOR SLIDE RAIL’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2789 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2789 D’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2790

99.99.9999 Reclassified from wagon ‘RBFX 2790 Q’ to ’ wagon ‘ABFY 2790 D’.

RBFX 2793

14.12.1996 Reclassified from wagon ‘RBFX 2793 U’ to ’ wagon ‘ABFY 2793 H’.

RBFX 2794

Details: wagon ‘RBFX 2794 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.09.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: WR CN AB
Return to Service Date: 21.11.1994
Last Triple Valve: 06.08.1991
Last Brake Cylinder: 18.01.1990
Last Single Car Test: 25.05.1992
Last Lift: 01.06.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘DOOR LOCK MECHANISM’.
01.07.1989 Repair ‘END HOSE’.
01.07.1989 Repair ‘WEAR PLATES & SADDLES’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2794 M’
27.09.1989 Repair ‘DOOR LOCK MECHANISM’.
27.09.1989 Repair ‘DOOR SLIDE RAIL’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2794 M’
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2794 M’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘CARD OR CLIP HOLDER’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.01.1990 Repair ‘COUPLER COMPLETE’.
11.01.1990 Repair ‘DOOR COMPLETE’.
11.01.1990 Repair ‘DOOR OPENING MECHANISM’.
11.01.1990 Repair ‘DOOR ROLLER’.
11.01.1990 Repair ‘DRAFT GEAR POCKET’.
11.01.1990 Repair ‘END BRAKE COCK’.
11.01.1990 Repair ‘END HOSE’.
11.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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11.01.1990 Repair ‘SIDE SHEET’.
11.01.1990 Repair ‘STEP’.
11.01.1990 Repair ‘TRAIN PIPE (END)’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2794 M’
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2794 M’
27.02.1991 Repair ‘DOOR COMPLETE’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2794 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.08.1991 Repair ‘COUPLER COMPLETE’.
06.08.1991 Repair ‘DOOR LOCK MECHANISM’.
06.08.1991 Repair ‘DOOR OPENING MECHANISM’.
06.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2794 M’
19.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘DOOR LOCK MECHANISM’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2794 M’
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2794 M’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2794 M’
26.02.1992 Repair ‘DOOR LOCK MECHANISM’.
26.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2794 M’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE LEVER’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Repair ‘TRAIN PIPE (END)’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2794 M’
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘DOOR COMPLETE’.
14.03.1994 Repair ‘DOOR LOCK MECHANISM’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2794 M’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
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21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2794 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2794 M’
21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 2794 M’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2796

05.12.1996 Reclassified from wagon ‘RBFX 2796 B’ to ’ wagon ‘ABFY 2796 L’.

RBFX 2797

Details: wagon ‘RBFX 2797 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.10.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 09.01.1995
Last Single Car Test: 16.05.1989
Last Lift: 01.05.1984
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2797 Q’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BRAKE CONTROL PIPE’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘DOOR LOCK MECHANISM’.
26.09.1990 Repair ‘DOOR LOCK MECHANISM’.
26.09.1990 Repair ‘DOOR ROLLER’.
26.09.1990 Repair ‘DOOR SEAL’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘END HOSE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2797 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2797 Q’
02.02.1992 Repair ‘HANDRAILS END’.
02.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2797 Q’
08.04.1993 Repair ‘STEP’.
08.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2797 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2797 Q’
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2797 Q’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2799

Details: wagon ‘RBFX 2799 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 13.11.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 09.12.1994
Due Triple Valve: 18.02.1989
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 11.05.1993
Last Lift: 07.10.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE PULL ROD’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
22.01.1990 Repair ‘END HOSE’.
22.01.1990 Repair ‘GRADE CONTROL VALVE’.
22.01.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
22.01.1990 Repair ‘VEHICLE STENCILS’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2799 L’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2799 L’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘DOOR COMPLETE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2799 L’
14.08.1990 Repair ‘HANDRAILS END’.
14.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2799 L’
14.12.1990 Repair ‘SIDE COMPLETE’.
14.12.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 2799 L’
20.01.1991 Repair ‘END BRAKE COCK’.
20.01.1991 Repair ‘HANDRAILS’.
20.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2799 L’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.12.1991 Repair ‘HANDRAILS END’.
30.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2799 L’
02.03.1992 Repair ‘COUPLER COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2799 L’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘CENTRE SILL’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2799 L’
01.12.1992 Repair ‘DOOR HINGES AND PINS’.
01.12.1992 Repair ‘DOOR LOCK MECHANISM’.
01.12.1992 Repair ‘DOOR OPENING MECHANISM’.
01.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2799 L’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘DOOR COMPLETE’.
06.05.1993 Repair ‘END HOSE’.
06.05.1993 Repair ‘HANDRAILS END’.
06.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
06.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2799 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2799 L’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2801

28.06.1996 Reclassified from wagon ‘RBFX 2801 G’ to ’ wagon ‘ABFY 2801 Q’.

RBFX 2802

Details: wagon ‘RBFX 2802 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE CN
Return to Service Date: 27.11.1995
Last Brake Cylinder: 14.01.1991
Last Lift: 27.03.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2802 V’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRAKE BLOCK RB95’.
22.11.1990 Repair ‘DOOR LOCK MECHANISM’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2802 V’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘DOOR SLIDE RAIL’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2802 V’
21.03.1991 Repair ‘DOOR LOCK MECHANISM’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2802 V’
07.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2802 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘HANDBRAKE HANDLE’.
10.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2802 V’
31.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2802 V’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘DOOR OPENING MECHANISM’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘TOP CENTRE PLATE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2802 V’
29.10.1993 Repair ‘HANDRAILS END’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2802 V’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2802 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

03.06.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2802 V’
08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ABFX 2802 V’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.

RBFX 2804

10.04.1997 Reclassified from wagon ‘RBFX 2804 K’ to ’ wagon ‘ABFY 2804 U’.

RBFX 2806

10.04.1997 Reclassified from wagon ‘RBFX 2806 F’ to ’ wagon ‘ABFY 2806 P’.

RBFX 2808

Details: wagon ‘RBFX 2808 A’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 11.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 06.04.1995
Due Triple Valve: 01.03.1996
Last Brake Cylinder: 28.05.1993
Last Single Car Test: 03.11.1992
Last Lift: 01.05.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.08.1990 Repair ‘STEP’.
04.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2808 G’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2808 G’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘DOOR COMPLETE’.
15.02.1991 Repair ‘DOOR LOCK MECHANISM’.
15.02.1991 Repair ‘DOOR SEAL’.
15.02.1991 Repair ‘END HOSE’.
15.02.1991 Repair ‘STEP’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2808 G’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘DOOR LOCK MECHANISM’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2808 G’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2808 G’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘DOOR COMPLETE’.
23.07.1992 Repair ‘DOOR LOCK MECHANISM’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2808 G’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1992 Repair ‘BRAKE PULL ROD’.
08.10.1992 Repair ‘BRANCH PIPE’.
08.10.1992 Repair ‘CARD OR CLIP HOLDER’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1992 Repair ‘HANDRAILS END’.
08.10.1992 Repair ‘TRAIN PIPE (END)’.
08.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2808 G’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘DOOR LOCK MECHANISM’.
28.05.1993 Repair ‘EMPTY LOAD VALVE’.
28.05.1993 Repair ‘GRADE CONTROL VALVE’.
28.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2808 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.04.1995 Repair ‘VEHICLE RECLASSIFY’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2808 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.
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RBFX 2809

Details: wagon ‘RBFX 2809 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 26.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 09.01.1995
Due Triple Valve: 01.03.1997
Last Triple Valve: 11.05.1988
Last Brake Cylinder: 13.03.1989
Last Single Car Test: 13.03.1989
Last Lift: 01.03.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRANCH PIPE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR LOCK MECHANISM’.
27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2809 P’
06.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2809 P’
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘BRAKE LEVER’.
22.09.1990 Repair ‘BRAKE PULL ROD’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘DOOR LOCK MECHANISM’.
22.09.1990 Repair ‘END HOSE’.
22.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2809 P’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘DOOR LOCK MECHANISM’.
06.02.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2809 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2809 P’
17.10.1991 Repair ‘END HOSE’.
17.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABFX 2809 P’
25.03.1992 Repair ‘DOOR LOCK MECHANISM’.
25.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2809 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 2809 P’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2810

Details: wagon ‘RBFX 2810 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 04.03.1976
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 05.06.1995
Last Triple Valve: 22.10.1988
Last Brake Cylinder: 03.06.1991
Last Single Car Test: 03.06.1991
Last Lift: 01.06.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘BRAKE PULL ROD’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘DOOR LOCK MECHANISM’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2810 L’
29.10.1989 Repair ‘STEP’.
29.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2810 L’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘CARD OR CLIP HOLDER’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘DOOR OPENING MECHANISM’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2810 L’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘DOOR COMPLETE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2810 L’
20.08.1990 Repair ‘STEP’.
20.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2810 L’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1991 Repair ‘END BRAKE COCK’.
21.02.1991 Repair ‘END HOSE’.
21.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2810 L’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BEARERS’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘CARD OR CLIP HOLDER’.
22.05.1991 Repair ‘COUPLER COMPLETE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘DOOR LOCK MECHANISM’.
22.05.1991 Repair ‘DOOR OPENING MECHANISM’.
22.05.1991 Repair ‘DOOR ROLLER’.
22.05.1991 Repair ‘DOOR SEAL’.
22.05.1991 Repair ‘DOOR SLIDE RAIL’.
22.05.1991 Repair ‘HANDRAILS’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘SIDE SHEET’.
22.05.1991 Repair ‘STANCHION’.
22.05.1991 Repair ‘TOP CENTRE PLATE’.
22.05.1991 Repair ‘TRAIN PIPE (END)’.
22.05.1991 Repair ‘TRAIN PIPE’.
22.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2810 L’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘DOOR HINGES AND PINS’.
13.04.1993 Repair ‘DOOR LOCK MECHANISM’.
13.04.1993 Repair ‘DOOR ROLLER’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2810 L’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2810 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2810 L’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE RECLASSIFY’.
05.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2810 L’
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05.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2810 L’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2811

25.06.1996 Reclassified from wagon ‘RBFX 2811 Y’ to ’ wagon ‘ABFY 2811 B’.

RBFX 2812

28.09.1996 Reclassified from wagon ‘RBFX 2812 A’ to ’ wagon ‘ABFY 2812 K’.

RBFX 2813

Details: wagon ‘RBFX 2813 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 24.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 19.10.1994
Due Triple Valve: 09.10.1988
Last Triple Valve: 15.10.1991
Last Brake Cylinder: 26.06.1991
Last Single Car Test: 15.10.1991
Last Lift: 01.03.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRANCH PIPE’.
15.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.11.1989 Repair ‘DOOR LOCK MECHANISM’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2813 P’
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22.09.1990 Repair ‘END HOSE’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2813 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
30.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2813 P’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘COUPLER KNUCKLE’.
26.06.1991 Repair ‘EMPTY LOAD VALVE’.
26.06.1991 Repair ‘GRADE CONTROL VALVE’.
26.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2813 P’
21.07.1991 Repair ‘HANDRAILS END’.
21.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2813 P’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2813 P’
08.02.1993 Repair ‘COUPLER COMPLETE’.
08.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ABFX 2813 P’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘DOOR LOCK MECHANISM’.
12.03.1993 Repair ‘END BRAKE COCK’.
12.03.1993 Repair ‘END HOSE’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2813 P’
04.09.1993 Repair ‘STEP’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2813 P’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2813 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2813 P’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
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2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2815

Details: wagon ‘RBFX 2815 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 03.11.1994
Last Brake Cylinder: 28.08.1991
Last Lift: 15.10.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.08.1989 Repair ‘BRAKE LEVER’.
28.08.1989 Repair ‘BRAKE PULL ROD’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘DOOR LOCK MECHANISM’.
28.08.1989 Repair ‘END HOSE’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Repair ‘SIDE BEARER’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2815 K’
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24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE LEVER’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘DOOR OPENING MECHANISM’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1990 Repair ‘STRIKING CASTING’.
22.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
08.04.1991 Repair ‘SIDE BEARER’.
08.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2815 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘SIDE BEARER’.
28.08.1991 Repair ‘SIDE BEARER’.
28.08.1991 Repair ‘TOP CENTRE PLATE’.
28.08.1991 Repair ‘TOP CENTRE PLATE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2815 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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RBFX 2816

Details: wagon ‘RBFX 2816 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 28.10.1994
Due Triple Valve: 03.11.1996
Last Triple Valve: 03.04.1989
Last Brake Cylinder: 04.03.1991
Last Single Car Test: 12.05.1993
Last Lift: 03.11.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.11.1989 Repair ‘DOOR OPENING MECHANISM’.
14.11.1989 Repair ‘END BRAKE COCK’.
14.11.1989 Repair ‘TRAIN PIPE (END)’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
15.01.1990 Repair ‘DOOR LOCK MECHANISM’.
15.01.1990 Repair ‘END BRAKE COCK’.
15.01.1990 Repair ‘END HOSE’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2816 T’
22.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2816 T’
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14.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘DOOR LOCK MECHANISM’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘END BRAKE COCK’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘HANDRAILS END’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
15.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
03.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2816 T’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘DOOR LOCK MECHANISM’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘END BRAKE COCK’.
15.02.1991 Repair ‘END HOSE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1991 Repair ‘END BRAKE COCK’.
28.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1991 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2816 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1991 Repair ‘DOOR COMPLETE’.
05.06.1991 Repair ‘DOOR LOCK MECHANISM’.
05.06.1991 Repair ‘DOOR ROLLER’.
05.06.1991 Repair ‘END BRAKE COCK’.
05.06.1991 Repair ‘END HOSE’.
05.06.1991 Repair ‘TRAIN PIPE (END)’.
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05.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 2816 T’

11.06.1991 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘VEHICLE STENCILS’.
11.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2816 T’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘DOOR COMPLETE’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
02.08.1991 Repair ‘STEP’.
02.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2816 T’
11.08.1991 Repair ‘STEP’.
11.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2816 T’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘END HOSE’.
05.05.1993 Repair ‘TOP CENTRE PLATE’.
05.05.1993 Repair ‘TRAIN PIPE (END)’.
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2816 T’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2816 T’
10.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2816 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 2816 T’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.
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RBFX 2817

03.01.1997 Reclassified from wagon ‘RBFX 2817 W’ to ’ wagon ‘ABFY 2817 J’.

RBFX 2819

22.07.1996 Reclassified from wagon ‘RBFX 2819 R’ to ’ wagon ‘ABFY 2819 E’.

RBFX 2820

Details: wagon ‘RBFX 2820 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.07.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: WR AB
Return to Service Date: 09.12.1994
Last Lift: 08.04.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘END BRAKE COCK’.
07.07.1989 Repair ‘END HOSE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2820 T’
02.02.1990 Repair ‘DOOR OPENING MECHANISM’.
02.02.1990 Repair ‘DOOR SLIDE RAIL’.
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02.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 2820 T’

13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2820 T’
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2820 T’
28.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2820 T’
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2820 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.08.1991 Repair ‘STEP’.
02.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2820 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2820 T’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2821

20.09.1996 Reclassified from wagon ‘RBFX 2821 W’ to ’ wagon ‘ABFY 2821 J’.

RBFX 2823

10.04.1997 Reclassified from wagon ‘RBFX 2823 R’ to ’ wagon ‘ABFY 2823 E’.

RBFX 2824

Details: wagon ‘RBFX 2824 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 17.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 02.07.1995
Due Triple Valve: 24.02.1989
Last Brake Cylinder: 08.01.1992
Last Single Car Test: 27.10.1989
Last Lift: 20.06.1977

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BRAKE PULL ROD’.
25.10.1989 Repair ‘BRANCH PIPE’.
25.10.1989 Repair ‘COUPLER COMPLETE’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DOOR FRAME’.
25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
25.10.1989 Repair ‘DOOR OPENING MECHANISM’.
25.10.1989 Repair ‘DOOR ROLLER’.
25.10.1989 Repair ‘DOOR SEAL’.
25.10.1989 Repair ‘DOOR SLIDE RAIL’.
25.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1989 Repair ‘END BRAKE COCK’.
25.10.1989 Repair ‘END HOSE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Repair ‘SIDE MEMBER’.
25.10.1989 Repair ‘STEP’.
25.10.1989 Repair ‘TOP CENTRE PLATE’.
25.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1989 Repair ‘WEAR PLATES & SADDLES’.
25.10.1989 Repair ‘YOKE COMPLETE’.
25.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2824 J’
09.04.1990 Repair ‘END HOSE’.
09.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 2824 J’
18.04.1990 Repair ‘HANDRAILS END’.
18.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘BRAKE PIN’.
15.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
06.01.1992 Repair ‘STEP’.
06.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER KNUCKLE’.
08.01.1992 Repair ‘DOOR LOCK MECHANISM’.
08.01.1992 Repair ‘EMPTY LOAD VALVE’.
08.01.1992 Repair ‘GRADE CONTROL VALVE’.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2824 J’
17.06.1992 Repair ‘DOOR LOCK MECHANISM’.
17.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
28.10.1993 Repair ‘DOOR OPENING MECHANISM’.
28.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
03.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2824 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ABFX 2824 J’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

02.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2826

Details: wagon ‘RBFX 2826 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 20.01.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CN AB
Return to Service Date: 30.06.1995
Last Triple Valve: 26.02.1988
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 03.04.1989
Last Lift: 17.12.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 2826 E’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘END HOSE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2826 E’
21.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2826 E’
29.11.1990 Repair ‘ISOLATING COCK’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2826 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2826 E’
04.09.1992 Repair ‘DOOR COMPLETE’.
04.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2826 E’
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22.11.1992 Repair ‘DOOR COMPLETE’.
22.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2826 E’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2826 E’
14.03.1993 Repair ‘STEP’.
14.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2826 E’
19.03.1994 Repair ‘DOOR COMPLETE’.
19.03.1994 Repair ‘EMPTY LOAD VALVE’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2826 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

04.06.1995 Repair ‘VEHICLE RECLASSIFY’.
04.06.1995 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 2826 E’
30.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2830

23.09.1996 Reclassified from wagon ‘RBFX 2830 V’ to ’ wagon ‘ABFY 2830 X’.

RBFX 2831

Details: wagon ‘RBFX 2831 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.04.1977
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 28.03.1995
Last Brake Cylinder: 04.02.1992
Last Single Car Test: 10.12.1992
Last Lift: 08.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.10.1989 Repair ‘BRAKE PULL ROD’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2831 N’
12.01.1990 Repair ‘STRIKING CASTING’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2831 N’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘CARD OR CLIP HOLDER’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘DOOR COMPLETE’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2831 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2831 N’
24.05.1991 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 2831 N’
11.08.1991 Repair ‘COUPLER KNUCKLE’.
11.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2831 N’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘DOOR OPENING MECHANISM’.
04.02.1992 Repair ‘GRAFFITI REMOVAL’.
04.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2831 N’
19.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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19.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2831 N’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘BRAKE LEVER’.
09.12.1992 Repair ‘COUPLER COMPLETE’.
09.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2831 N’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2831 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 2831 N’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2832

Details: wagon ‘RBFX 2832 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

11872



2.611. Wagon classification starting with ‘RBF’

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 11.11.1994
Last Triple Valve: 17.01.1991
Last Brake Cylinder: 17.01.1991
Last Single Car Test: 05.02.1990
Last Lift: 01.07.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BRAKE LEVER’.
30.01.1990 Repair ‘DOOR COMPLETE’.
30.01.1990 Repair ‘DOOR SEAL’.
30.01.1990 Repair ‘END HOSE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2832 W’
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2832 W’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1990 Repair ‘DOOR OPENING MECHANISM’.
17.12.1990 Repair ‘DOOR ROLLER’.
17.12.1990 Repair ‘DOOR SLIDE RAIL’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘STEP’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
17.12.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ABFX 2832 W’
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2832 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
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14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘SIDE COMPLETE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2832 W’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘HANDRAILS END’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2832 W’
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2832 W’
28.02.1993 Repair ‘HANDRAILS END’.
28.02.1993 Repair ‘HANDRAILS END’.
28.02.1993 Repair ‘HANDRAILS END’.
28.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2832 W’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2832 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 2832 W’
11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 2832 W’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 2833

27.11.1996 Reclassified from wagon ‘RBFX 2833 C’ to ’ wagon ‘ABFY 2833 M’.

RBFX 2834

Details: wagon ‘RBFX 2834 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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2.611. Wagon classification starting with ‘RBF’

Original Cost: $26130
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 20.12.1994
Due Triple Valve: 25.05.1993
Last Brake Cylinder: 03.05.1988
Last Single Car Test: 25.05.1992
Last Lift: 26.09.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘DOOR LOCK MECHANISM’.
06.03.1990 Repair ‘END BRAKE COCK’.
06.03.1990 Repair ‘END HOSE’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2834 R’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘DOOR LOCK MECHANISM’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘GRADE CONTROL VALVE’.
27.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2834 R’
17.04.1990 Repair ‘DOOR ROLLER’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2834 R’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘END BRAKE COCK’.
09.07.1990 Repair ‘END HOSE’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
09.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2834 R’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
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27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 2834 R’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘AIR RESERVOIRS’.
19.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END BRAKE COCK’.
19.05.1992 Repair ‘END HOSE’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2834 R’
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 2834 R’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE LEVER’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 2834 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 2834 R’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 2834 R’
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 2834 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 2836

30.12.1996 Reclassified from wagon ‘RBFX 2836 G’ to ’ wagon ‘ABFY 2836 Q’.
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RBFX 3088

19.11.1996 Reclassified from wagon ‘RBFX 3088 Y’ to ’ wagon ‘ABFY 3088 B’.

RBFX 3089

27.10.1996 Reclassified from wagon ‘RBFX 3089 A’ to ’ wagon ‘ABFY 3089 K’.

RBFX 3090

13.06.1996 Reclassified from wagon ‘RBFX 3090 T’ to ’ wagon ‘ABFY 3090 G’.

RBFX 3091

Details: wagon ‘RBFX 3091 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE CN
Return to Service Date: 03.12.1995
Last Triple Valve: 07.07.1989
Last Brake Cylinder: 07.07.1989
Last Single Car Test: 07.07.1989

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
07.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
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07.07.1989 Repair ‘END HOSE’.
07.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘TRAIN PIPE’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3091 L’
23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘DOOR COMPLETE’.
23.09.1989 Repair ‘DOOR LOCK MECHANISM’.
23.09.1989 Repair ‘DOOR SLIDE RAIL’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘HANDRAILS END’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3091 L’
28.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘DOOR LOCK MECHANISM’.
28.05.1990 Repair ‘DOOR LOCK MECHANISM’.
28.05.1990 Repair ‘END BRAKE COCK’.
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘HANDRAILS END’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3091 L’
20.06.1990 Repair ‘VEHICLE COMPLETE’.
20.06.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 3091 L’
03.12.1990 Repair ‘END HOSE’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘DOOR LOCK MECHANISM’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3091 L’
18.04.1991 Repair ‘HANDRAILS END’.
18.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘HANDRAILS END’.
27.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
18.03.1992 Repair ‘HANDRAILS END’.
18.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
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29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
16.10.1992 Repair ‘HANDRAILS’.
16.10.1992 Repair ‘STEP’.
16.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
12.02.1993 Repair ‘HANDRAILS END’.
12.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 3091 L’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3091 L’
16.06.1993 Repair ‘HANDRAILS END’.
16.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
28.11.1993 Repair ‘HANDRAILS END’.
28.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
21.01.1994 Repair ‘HANDRAILS END’.
21.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3091 L’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

03.12.1995 Repair ‘VEHICLE COMPLETE’.

RBFX 3092

Details: wagon ‘RBFX 3092 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 16.01.1976
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE
Return to Service Date: 18.12.1995
Last Triple Valve: 17.06.1992
Last Brake Cylinder: 29.03.1988
Last Single Car Test: 31.10.1991
Last Lift: 01.02.1980

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘END HOSE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3092 U’
13.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 3092 U’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END HOSE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3092 U’
14.05.1990 Repair ‘HANDRAILS END’.
14.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3092 U’
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3092 U’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Repair ‘END BRAKE COCK’.
03.07.1990 Repair ‘END HOSE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3092 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.10.1991 Repair ‘VEHICLE COMPLETE’.
28.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3092 U’
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30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘BRAKE BLOCK RB95’.
30.10.1991 Repair ‘BRAKE LEVER’.
30.10.1991 Repair ‘BRANCH PIPE’.
30.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.10.1991 Repair ‘COUPLER KNUCKLE’.
30.10.1991 Repair ‘END HOSE’.
30.10.1991 Repair ‘TRAIN PIPE (END)’.
30.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3092 U’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE SPRING’.
17.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘DOOR LOCK MECHANISM’.
17.06.1992 Repair ‘END BRAKE COCK’.
17.06.1992 Repair ‘TRAIN PIPE (END)’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3092 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3092 U’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 3092 U’
30.03.1995 Repair ‘VEHICLE RECLASSIFY’.
30.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3092 U’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.

RBFX 3095

19.11.1996 Reclassified from wagon ‘RBFX 3095 S’ to ’ wagon ‘ABFY 3095 F’.

RBFX 3096

Details: wagon ‘RBFX 3096 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 16.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE CN AB
Return to Service Date: 14.12.1994
Due Triple Valve: 19.05.1988
Last Single Car Test: 11.11.1992
Last Lift: 21.09.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘TOP CENTRE PLATE’.
25.10.1989 Repair ‘TRAIN PIPE (END)’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3096 K’
04.11.1989 Repair ‘STEP’.
04.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 3096 K’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.01.1990 Repair ‘DOOR LOCK MECHANISM’.
04.01.1990 Repair ‘DOOR SEAL’.
04.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘WEAR PLATES & SADDLES’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3096 K’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘CARD OR CLIP HOLDER’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.

11882



2.611. Wagon classification starting with ‘RBF’

14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3096 K’
15.02.1991 Repair ‘STEP’.
15.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
27.09.1991 Repair ‘HANDRAILS’.
27.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
03.12.1991 Repair ‘HANDRAILS END’.
03.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
01.04.1992 Repair ‘STEP’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3096 K’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘BRANCH PIPE’.
09.11.1992 Repair ‘BRANCH PIPE’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘DOOR COMPLETE’.
09.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1992 Repair ‘EMPTY LOAD VALVE’.
09.11.1992 Repair ‘GRADE CONTROL VALVE’.
09.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3096 K’
04.12.1993 Repair ‘DOOR LOCK MECHANISM’.
04.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3096 K’
14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 3096 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3097

30.05.1996 Reclassified from wagon ‘RBFX 3097 N’ to ’ wagon ‘ABFY 3097 A’.
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RBFX 3098

Details: wagon ‘RBFX 3098 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 09.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 06.01.1995
Due Triple Valve: 01.05.1997
Last Triple Valve: 29.11.1988
Last Brake Cylinder: 09.07.1991
Last Single Car Test: 03.08.1993
Last Lift: 07.05.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘DOOR COMPLETE’.
04.01.1990 Repair ‘DOOR LOCK MECHANISM’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3098 F’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR LOCK MECHANISM’.
27.04.1990 Repair ‘ROOF SHEET’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
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12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘END BRAKE COCK’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
10.10.1990 Repair ‘DOOR COMPLETE’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3098 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘DOOR LOCK MECHANISM’.
09.07.1991 Repair ‘DOOR SLIDE RAIL’.
09.07.1991 Repair ‘END HOSE’.
09.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘GRAFFITI REMOVAL’.
05.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
20.08.1992 Repair ‘DOOR LOCK MECHANISM’.
20.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1992 Repair ‘WEAR PLATES & SADDLES’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘DOOR LOCK MECHANISM’.
11.05.1993 Repair ‘SIDE BEARER’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3098 F’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘DOOR HINGES AND PINS’.
29.07.1993 Repair ‘DOOR LOCK MECHANISM’.
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29.07.1993 Repair ‘DOOR SLIDE RAIL’.
29.07.1993 Repair ‘TOP CENTRE PLATE’.
29.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3098 F’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3098 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3098 F’
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3098 F’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 3099

Details: wagon ‘RBFX 3099 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 16.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE CZ AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 15.06.1989
Last Single Car Test: 14.03.1990
Last Lift: 17.09.1986

02.09.1986 Alteration complete ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND
‘ABNX’ VANS. (RS4146)’.

04.10.1989 Repair ‘DOOR LOCK MECHANISM’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
27.11.1989 Repair ‘END HOSE’.
27.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
14.12.1989 Repair ‘DOOR COVERING’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 3099 Y’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRAKE PULL ROD’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘DOOR COMPLETE’.
12.03.1990 Repair ‘DOOR LOCK MECHANISM’.
12.03.1990 Repair ‘DOOR OPENING MECHANISM’.
12.03.1990 Repair ‘DOOR ROLLER’.
12.03.1990 Repair ‘DOOR SEAL’.
12.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1990 Repair ‘END BRAKE COCK’.
12.03.1990 Repair ‘END HOSE’.
12.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1990 Repair ‘TOP CENTRE PLATE’.
12.03.1990 Repair ‘TRAIN PIPE (END)’.
12.03.1990 Repair ‘TRAIN PIPE’.
12.03.1990 Repair ‘YOKE COMPLETE’.
12.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3099 Y’
15.03.1990 Repair ‘VEHICLE COMPLETE’.
15.03.1990 Repair ‘VEHICLE STENCILS’.
15.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3099 Y’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3099 Y’
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
27.09.1990 Repair ‘DOOR COMPLETE’.
27.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘END BRAKE COCK’.
03.01.1992 Repair ‘STEP’.
03.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
03.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
20.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3099 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 3099 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3100

Details: wagon ‘RBFX 3100 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RE RZ
Return to Service Date: 03.11.1994
Due Triple Valve: 15.06.1988
Last Single Car Test: 17.12.1993
Last Lift: 30.09.1985
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘DOOR COMPLETE’.
27.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3100 G’
06.07.1990 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND

‘STUCKI 656-CRH’ RESILIENT SIDE BEARERS TO (12) ‘ABFX’ BOX VANS IN
ACCORDANCE WITH M.E. STANDARD R31. STENCIL WAGONS FOR ‘110KM/H’
OPERATION AND ‘NOT TO RUN IN N.S.W.’ ON SIDE OF WAGONS. RECLASSIFY
WAGONS TO ‘ABFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH M.E.
STANDARD R40. SUPERCEDES RS4312. (RS4517)’. New class: ‘ABFY’.

01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘DOOR LOCK MECHANISM’.
01.12.1990 Repair ‘EMPTY LOAD VALVE’.
01.12.1990 Repair ‘GRADE CONTROL VALVE’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
03.01.1991 Repair ‘VEHICLE RECLASSIFY’.
03.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘VEHICLE COMPLETE’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
17.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3100 G’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘DOOR COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
25.02.1991 Repair ‘HANDRAILS’.
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3100 G’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘DOOR LOCK MECHANISM’.
27.03.1991 Repair ‘HANDRAILS END’.
27.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘DOOR COMPLETE’.
03.06.1991 Repair ‘DOOR LOCK MECHANISM’.
03.06.1991 Repair ‘DOOR OPENING MECHANISM’.
03.06.1991 Repair ‘EMPTY LOAD VALVE’.
03.06.1991 Repair ‘GRADE CONTROL VALVE’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1991 Repair ‘TRAIN PIPE (END)’.
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11.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 3100 G’

16.04.1992 Alteration complete ‘REMOVE EXISTING BOGIES WITH CONSTANT
CONTACT SIDEBEARERS AND FIT BOGIE EXCHANGE BOGIES TO 9 NO. ‘ABFY’
VANS - RECLASSIFY ‘ABFX‘. ABFY 2458, 2492, 2822, 2823, 3100, 4446, 4458, 4476
& (1)TO BE SELECTED FROM ABFY 2470, 2496, 2687, 2837, 4495. (RS4690)’. New
class: ‘ABFX’.

17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘CARD OR CLIP HOLDER’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘GRADE CONTROL VALVE’.
17.08.1992 Repair ‘VEHICLE RECLASSIFY’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
09.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3100 G’
26.08.1993 Repair ‘YOKE CARRIER’.
26.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3100 G’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘DOOR LOCK MECHANISM’.
16.11.1993 Repair ‘STEP’.
16.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3100 G’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘COUPLER COMPLETE’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Repair ‘TRAIN PIPE’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Repair ‘YOKE COMPLETE’.
17.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3100 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 3100 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
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RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 3101

26.03.1996 Reclassified from wagon ‘RBFX 3101 J’ to ’ wagon ‘ABFY 3101 T’.

RBFX 3105

27.03.1996 Reclassified from wagon ‘RBFX 3105 W’ to ’ wagon ‘ABFY 3105 J’.

RBFX 3106

18.11.1996 Reclassified from wagon ‘RBFX 3106 X’ to ’ wagon ‘ABFY 3106 S’.

RBFX 3108

Details: wagon ‘RBFX 3108 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 05.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB CN
Return to Service Date: 11.04.1995
Due Triple Valve: 01.10.1997
Last Brake Cylinder: 21.07.1989
Last Single Car Test: 21.07.1989
Last Lift: 03.07.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
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19.07.1989 Repair ‘BRAKE PULL ROD’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘SIDE BEARER’.
19.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3108 J’
19.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3108 J’
31.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3108 J’
18.11.1989 Repair ‘HANDRAILS END’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3108 J’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘DOOR LOCK MECHANISM’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3108 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.06.1991 Repair ‘VEHICLE COMPLETE’.
11.06.1991 Repair ‘VEHICLE STENCILS’.
11.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 3108 J’
13.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3108 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘ABFX 3108 J’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3110

Details: wagon ‘RBFX 3110 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 09.12.1994
Last Brake Cylinder: 13.06.1990
Last Single Car Test: 08.05.1992
Last Lift: 03.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘DOOR ROLLER’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3110 Y’
16.10.1989 Repair ‘STEP’.
16.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3110 Y’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3110 Y’
06.06.1990 Repair ‘DOOR LOCK MECHANISM’.
06.06.1990 Repair ‘END HOSE’.
06.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3110 Y’
27.10.1990 Repair ‘SIDE BEARER’.
27.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3110 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘DOOR COMPLETE’.
24.05.1991 Repair ‘STEP’.
24.05.1991 Repair ‘WHEEL SET’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3110 Y’
28.05.1991 Repair ‘END HOSE’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3110 Y’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘TRAIN PIPE (END)’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3110 Y’
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3110 Y’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3110 Y’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3110 Y’
11.12.1993 Repair ‘BRAKE BLOCK RB95’.
11.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3110 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 3110 Y’
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 3110 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3114

10.11.1996 Reclassified from wagon ‘RBFX 3114 V’ to ’ wagon ‘ABFY 3114 X’.

RBFX 3116

30.05.1996 Reclassified from wagon ‘RBFX 3116 Q’ to ’ wagon ‘ABFY 3116 D’.
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RBFX 3117

18.11.1996 Reclassified from wagon ‘RBFX 3117 C’ to ’ wagon ‘ABFY 3117 M’.

RBFX 3118

Details: wagon ‘RBFX 3118 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE CN
Return to Service Date: 27.11.1995
Due Triple Valve: 04.03.1989
Last Brake Cylinder: 10.01.1992
Last Single Car Test: 02.06.1992
Last Lift: 06.12.1983

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 3118 R’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.

RBFX 3121

Details: wagon ‘RBFX 3121 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 08.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 04.08.1994
Due Triple Valve: 06.07.1989
Last Triple Valve: 13.12.1990
Last Brake Cylinder: 16.10.1990
Last Single Car Test: 13.12.1990

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

15.07.1989 Repair ‘STEP’.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3121 X’
23.08.1989 Repair ‘STEP’.
23.08.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 3121 X’
20.10.1989 Repair ‘END HOSE’.
20.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3121 X’
03.11.1989 Repair ‘STEP’.
03.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3121 X’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘DOOR FRAME’.
16.10.1990 Repair ‘DOOR LOCK MECHANISM’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3121 X’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3121 X’
11.01.1991 Repair ‘ROOF COMPLETE’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3121 X’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.11.1992 Repair ‘STEP’.
24.11.1992 Issued at location ‘Bookaloo’ with a previous code of wagon ‘ABFX 3121 X’
26.11.1992 Repair ‘HANDRAILS END’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3121 X’
08.07.1993 Repair ‘STEP’.
08.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3121 X’
06.11.1993 Repair ‘HANDRAILS END’.
06.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3121 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 3121 X’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 3124

Details: wagon ‘RBFX 3124 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
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BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE CN AB
Return to Service Date: 14.10.1994
Last Brake Cylinder: 11.05.1989
Last Single Car Test: 01.09.1992
Last Lift: 14.10.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1989 Repair ‘DOOR LOCK MECHANISM’.
03.07.1989 Repair ‘DOOR ROLLER’.
03.07.1989 Repair ‘DOOR SEAL’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘END HOSE’.
03.07.1989 Repair ‘SIDE BEARER’.
03.07.1989 Repair ‘TOP CENTRE PLATE’.
03.07.1989 Repair ‘TRAIN PIPE (END)’.
03.07.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3124 M’
20.11.1989 Repair ‘END BRAKE COCK’.
20.11.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
25.01.1990 Repair ‘END HOSE’.
25.01.1990 Repair ‘STEP’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
03.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1990 Repair ‘DOOR COMPLETE’.
03.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
19.09.1990 Repair ‘STEP’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘CARD OR CLIP HOLDER’.
04.10.1990 Repair ‘DOOR COMPLETE’.
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04.10.1990 Repair ‘DOOR LOCK MECHANISM’.
04.10.1990 Repair ‘END HOSE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3124 M’
02.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘TRAIN PIPE (END)’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3124 M’
28.01.1991 Repair ‘BOGIE COMPLETE’.
28.01.1991 Repair ‘COUPLER COMPLETE’.
28.01.1991 Repair ‘DOOR LOCK MECHANISM’.
28.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3124 M’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘DOOR LOCK MECHANISM’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3124 M’
28.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘DOOR LOCK MECHANISM’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3124 M’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘BRAKE LEVER’.
28.08.1992 Repair ‘CARD OR CLIP HOLDER’.
28.08.1992 Repair ‘COUPLER COMPLETE’.
28.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.08.1992 Repair ‘DOOR COMPLETE’.
28.08.1992 Repair ‘DOOR COVERING’.
28.08.1992 Repair ‘DOOR FRAME’.
28.08.1992 Repair ‘DOOR LOCK MECHANISM’.
28.08.1992 Repair ‘DOOR OPENING MECHANISM’.

11899



2. TIMS GROUP INFORMATION - WAGONS

28.08.1992 Repair ‘EMPTY LOAD VALVE’.
28.08.1992 Repair ‘END BRAKE COCK’.
28.08.1992 Repair ‘HANDRAILS END’.
28.08.1992 Repair ‘SIDE BEARER’.
28.08.1992 Repair ‘TOP CENTRE PLATE’.
28.08.1992 Repair ‘TRAIN PIPE (END)’.
28.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3124 M’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Repair ‘BRAKE PULL ROD’.
24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1992 Repair ‘DOOR ROLLER’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3124 M’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.02.1993 Repair ‘DOOR LOCK MECHANISM’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3124 M’
03.07.1993 Repair ‘STEP’.
03.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 3124 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘ABFX 3124 M’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3125

02.04.1996 Reclassified from wagon ‘RBFX 3125 P’ to ’ wagon ‘ABFY 3125 C’.

RBFX 3126

Details: wagon ‘RBFX 3126 B’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 29.10.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 08.06.1995
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 12.05.1993
Last Lift: 31.03.1982

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 3126 H’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3127

Details: wagon ‘RBFX 3127 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $27830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.11.1976
Operating System: AN
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Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE CN
Return to Service Date: 22.11.1994
Due Triple Valve: 01.12.1987
Last Triple Valve: 06.07.1989
Last Brake Cylinder: 06.03.1991
Last Single Car Test: 24.08.1989
Last Lift: 01.05.1984

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.07.1989 Repair ‘DOOR LOCK MECHANISM’.
04.07.1989 Repair ‘DOOR OPENING MECHANISM’.
04.07.1989 Repair ‘DOOR ROLLER’.
04.07.1989 Repair ‘DOOR SLIDE RAIL’.
04.07.1989 Repair ‘HANDRAILS END’.
04.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3127 Q’
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘CARD OR CLIP HOLDER’.
22.08.1989 Repair ‘COUPLER COMPLETE’.
22.08.1989 Repair ‘DOOR COVERING’.
22.08.1989 Repair ‘DOOR ROLLER’.
22.08.1989 Repair ‘DOOR SLIDE RAIL’.
22.08.1989 Repair ‘HANDRAILS’.
22.08.1989 Repair ‘HOSE FITTINGS’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘TRAIN PIPE (END)’.
22.08.1989 Repair ‘TRAIN PIPE’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3127 Q’
31.03.1990 Repair ‘HANDRAILS END’.
31.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
09.04.1990 Repair ‘END HOSE’.
09.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 3127 Q’
19.05.1990 Repair ‘COUPLER COMPLETE’.
19.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 3127 Q’
20.07.1990 Repair ‘STEP’.
20.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
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28.08.1990 Repair ‘DOOR COMPLETE’.
28.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
07.10.1990 Repair ‘SIDE STEP’.
07.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘DOOR COMPLETE’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3127 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.11.1991 Repair ‘WEAR PLATES & SADDLES’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3127 Q’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘TOP CENTRE PLATE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3127 Q’
25.04.1992 Repair ‘HANDRAILS’.
25.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘DOOR COMPLETE’.
27.10.1992 Repair ‘DOOR SLIDE RAIL’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3127 Q’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 3127 Q’
08.10.1993 Repair ‘STEP’.
08.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 3127 Q’
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 3127 Q’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 3130

10.11.1996 Reclassified from wagon ‘RBFX 3130 B’ to ’ wagon ‘ABFY 3130 L’.

RBFX 3131

29.03.1996 Reclassified from wagon ‘RBFX 3131 K’ to ’ wagon ‘ABFY 3131 U’.

RBFX 3133

06.08.1996 Reclassified from wagon ‘RBFX 3133 F’ to ’ wagon ‘ABFY 3133 P’.

RBFX 4400

Details: wagon ‘RBFX 4400 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 19.01.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 09.12.1994
Due Triple Valve: 26.05.1997
Last Brake Cylinder: 03.10.1989
Last Single Car Test: 11.04.1989
Last Lift: 11.01.1982
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE BLOCK RB95’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘WHEEL SET’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4400 K’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4400 K’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘DOOR COMPLETE’.
22.01.1990 Repair ‘DOOR LOCK MECHANISM’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
22.01.1990 Repair ‘END HOSE’.
22.01.1990 Repair ‘GRADE CONTROL VALVE’.
22.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4400 K’
22.10.1990 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4400 K’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Repair ‘STEP’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4400 K’
16.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4400 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4400 K’
31.01.1994 Repair ‘COUPLER COMPLETE’.
31.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4400 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 4400 K’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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2. TIMS GROUP INFORMATION - WAGONS

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4401

Details: wagon ‘RBFX 4401 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Due Triple Valve: 15.06.1988
Last Brake Cylinder: 24.08.1990
Last Single Car Test: 08.08.1988
Last Lift: 01.11.1983

20.06.1995 Repair ‘VEHICLE RECLASSIFY’.
20.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 4401 T’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

26.08.1996 Repair ‘VEHICLE COMPLETE’.
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RBFX 4403

Details: wagon ‘RBFX 4403 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.02.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 14.04.1995
Last Brake Cylinder: 17.02.1992
Last Single Car Test: 12.04.1989

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1989 Repair ‘COUPLER KNUCKLE’.
22.10.1989 Repair ‘DOOR LOCK MECHANISM’.
22.10.1989 Repair ‘STEP’.
22.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4403 Y’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘DOOR LOCK MECHANISM’.
03.05.1990 Repair ‘ROOF SHEET’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4403 Y’
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4403 Y’
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘EMPTY LOAD VALVE’.
11.06.1990 Repair ‘GRADE CONTROL VALVE’.
11.06.1990 Repair ‘TRAIN PIPE (END)’.
11.06.1990 Repair ‘VEHICLE COMPLETE’.
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11.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4403 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘DOOR OPENING MECHANISM’.
17.02.1992 Repair ‘DOOR SLIDE RAIL’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4403 Y’
08.11.1992 Repair ‘STEP’.
08.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 4403 Y’
28.03.1993 Repair ‘STEP’.
28.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4403 Y’
06.05.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4403 Y’
27.07.1993 Repair ‘STEP’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4403 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.04.1995 Repair ‘VEHICLE RECLASSIFY’.
14.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4403 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4406

Details: wagon ‘RBFX 4406 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
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Date Built: 04.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE CN AB
Return to Service Date: 29.12.1994
Due Triple Valve: 24.04.1997
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 01.08.1991
Last Single Car Test: 04.02.1991
Last Lift: 01.10.1985

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.11.1990 Repair ‘BRAKE BLOCK RB95’.
11.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4406 S’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘DOOR LOCK MECHANISM’.
31.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4406 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COUPLER COMPLETE’.
01.08.1991 Repair ‘EMPTY LOAD VALVE’.
01.08.1991 Repair ‘GRADE CONTROL VALVE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4406 S’
04.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4406 S’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘DOOR LOCK MECHANISM’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘END HOSE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4406 S’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
24.03.1993 Repair ‘GRADE CONTROL VALVE’.
24.03.1993 Repair ‘TOP CENTRE PLATE’.
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24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4406 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4406 S’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 4406 S’
19.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4406 S’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4406 S’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4407

Details: wagon ‘RBFX 4407 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.02.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 11.12.1994
Due Triple Valve: 01.08.1988
Last Brake Cylinder: 15.06.1990
Last Single Car Test: 05.04.1990
Last Lift: 13.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘CARD OR CLIP HOLDER’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.07.1989 Repair ‘DOOR LOCK MECHANISM’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘TRAIN PIPE (END)’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4407 E’
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4407 E’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘BRANCH PIPE’.
30.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.03.1990 Repair ‘DISCHARGE DOOR’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘DOOR OPENING MECHANISM’.
30.03.1990 Repair ‘DOOR ROLLER’.
30.03.1990 Repair ‘DOOR SEAL’.
30.03.1990 Repair ‘DOOR SLIDE RAIL’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Repair ‘RELAY VALVE’.
30.03.1990 Repair ‘SIDE BEARER’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘TRAIN PIPE’.
30.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4407 E’
26.05.1990 Repair ‘END HOSE’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4407 E’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4407 E’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘EMPTY LOAD VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4407 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘VEHICLE COMPLETE’.
20.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4407 E’
24.06.1991 Repair ‘BRAKE PULL ROD’.
24.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4407 E’
26.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1991 Repair ‘DOOR LOCK MECHANISM’.
26.09.1991 Repair ‘STEP’.
26.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4407 E’
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4407 E’
05.02.1994 Repair ‘CARD OR CLIP HOLDER’.
05.02.1994 Repair ‘DOOR LOCK MECHANISM’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4407 E’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4407 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 4407 E’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBFX 4408

Details: wagon ‘RBFX 4408 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.02.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AB RE CN
Return to Service Date: 01.08.1995
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 24.01.1988
Last Lift: 29.09.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4408 N’
29.08.1989 Repair ‘ROOF COMPLETE’.
29.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4408 N’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Repair ‘STEP’.
02.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4408 N’
07.08.1990 Repair ‘DOOR LOCK MECHANISM’.
07.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4408 N’
25.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4408 N’
01.12.1990 Repair ‘STEP’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4408 N’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘END HOSE’.
11.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

11913



2. TIMS GROUP INFORMATION - WAGONS

11.12.1990 Repair ‘STRIKING CASTING’.
11.12.1990 Repair ‘WEAR PLATES & SADDLES’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4408 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘VEHICLE COMPLETE’.
01.07.1991 Repair ‘VEHICLE STENCILS’.
01.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4408 N’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘DOOR OPENING MECHANISM’.
23.04.1992 Repair ‘STEP’.
23.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4408 N’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘DOOR COMPLETE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘GRADE CONTROL VALVE’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4408 N’
15.01.1993 Repair ‘COUPLER COMPLETE’.
15.01.1993 Repair ‘DOOR LOCK MECHANISM’.
15.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4408 N’
16.10.1993 Repair ‘STEP’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4408 N’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘DOOR COMPLETE’.
21.12.1993 Repair ‘DOOR LOCK MECHANISM’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4408 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 4408 N’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

01.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.
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2.611. Wagon classification starting with ‘RBF’

RBFX 4410

Details: wagon ‘RBFX 4410 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 03.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 05.06.1995
Last Single Car Test: 06.08.1990
Last Lift: 01.10.1981

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘END HOSE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘TRAIN PIPE (END)’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4410 S’
09.05.1990 Repair ‘VEHICLE COMPLETE’.
09.05.1990 Repair ‘VEHICLE STENCILS’.
09.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4410 S’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
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03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 4410 S’

14.11.1990 Repair ‘END HOSE’.
14.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4410 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.06.1991 Repair ‘VEHICLE COMPLETE’.
27.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4410 S’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRANCH PIPE’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘END HOSE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4410 S’
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
24.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4410 S’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4410 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 4410 S’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4411

26.11.1996 Reclassified from wagon ‘RBFX 4411 V’ to ’ wagon ‘RBFY 4411 C’.

RBFX 4414

Details: wagon ‘RBFX 4414 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE AB
Return to Service Date: 27.11.1996
Due Triple Valve: 01.06.1991
Last Brake Cylinder: 31.05.1993
Last Single Car Test: 31.05.1993
Last Lift: 05.05.1987

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘DOOR LOCK MECHANISM’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘END BRAKE COCK’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4414 X’
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4414 X’
17.05.1990 Repair ‘ROOF COMPLETE’.
17.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4414 X’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘DOOR LOCK MECHANISM’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4414 X’
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30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘COUPLER KNUCKLE’.
30.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1990 Repair ‘DOOR LOCK MECHANISM’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4414 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1993 Repair ‘COUPLER COMPLETE’.
28.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.05.1993 Repair ‘DOOR COMPLETE’.
28.05.1993 Repair ‘DOOR COMPLETE’.
28.05.1993 Repair ‘STEP’.
28.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1993 Repair ‘WEAR PLATES & SADDLES’.
28.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4414 X’
07.11.1993 Repair ‘STEP’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4414 X’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘DOOR OPENING MECHANISM’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4414 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 4414 X’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

27.11.1996 Repair ‘VEHICLE COMPLETE’.

RBFX 4415

Details: wagon ‘RBFX 4415 L’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 27.04.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB RZ RE CN
Return to Service Date: 29.06.1995
Due Triple Valve: 18.02.1989
Last Brake Cylinder: 07.10.1992
Last Lift: 01.03.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4415 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.04.1991 Repair ‘HANDRAILS END’.
21.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4415 R’
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4415 R’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘END BRAKE COCK’.
07.10.1992 Repair ‘END HOSE’.
07.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1992 Repair ‘TRAIN PIPE (END)’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4415 R’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
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22.07.1993 Repair ‘DOOR OPENING MECHANISM’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘END BRAKE COCK’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4415 R’
13.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4415 R’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4415 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 4415 R’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

29.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4416

06.08.1996 Reclassified from wagon ‘RBFX 4416 U’ to ’ wagon ‘ABFY 4416 H’.

RBFX 4417

22.07.1996 Reclassified from wagon ‘RBFX 4417 G’ to ’ wagon ‘ABFY 4417 Q’.

RBFX 4418

Details: wagon ‘RBFX 4418 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 15.04.1977
Operating System: AN
Intended Use: GENERAL
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Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 18.11.1993
Last Triple Valve: 18.11.1993
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 08.09.1988
Last Lift: 09.10.1981

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ABFX 4418 V’

RBFX 4421

Details: wagon ‘RBFX 4421 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CN AB
Return to Service Date: 21.08.1995
Last Triple Valve: 11.01.1990
Last Brake Cylinder: 23.02.1991
Last Single Car Test: 16.09.1992
Last Lift: 22.01.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4421 M’
29.10.1989 Repair ‘COUPLER COMPLETE’.
29.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4421 M’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘DOOR LOCK MECHANISM’.
11.01.1990 Repair ‘DOOR OPENING MECHANISM’.
11.01.1990 Repair ‘END HOSE’.
11.01.1990 Repair ‘SIDE BEARER’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4421 M’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘DOOR LOCK MECHANISM’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘END HOSE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘WEAR PLATES & SADDLES’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4421 M’
15.09.1990 Repair ‘COUPLER COMPLETE’.
15.09.1990 Repair ‘DOOR LOCK MECHANISM’.
15.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4421 M’
11.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4421 M’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1991 Repair ‘ROOF SHEET’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4421 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.10.1991 Repair ‘VEHICLE COMPLETE’.
22.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4421 M’
04.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4421 M’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

11922



2.611. Wagon classification starting with ‘RBF’

23.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4421 M’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘END BRAKE COCK’.
03.08.1992 Repair ‘END HOSE’.
03.08.1992 Repair ‘ROOF COMPLETE’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4421 M’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘DOOR COMPLETE’.
09.09.1992 Repair ‘DOOR ROLLER’.
09.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.09.1992 Repair ‘HANDRAILS END’.
09.09.1992 Repair ‘TRAIN PIPE (END)’.
09.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4421 M’
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘VEHICLE COMPLETE’.
17.09.1992 Repair ‘VEHICLE STENCILS’.
17.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4421 M’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4421 M’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ABFX 4421 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4421 M’
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ABFX 4421 M’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

21.08.1995 Repair ‘VEHICLE COMPLETE’.

RBFX 4423

03.04.1996 Reclassified from wagon ‘RBFX 4423 B’ to ’ wagon ‘ABFY 4423 L’.
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RBFX 4425

27.10.1996 Reclassified from wagon ‘RBFX 4425 T’ to ’ wagon ‘ABFY 4425 G’.

RBFX 4426

Details: wagon ‘RBFX 4426 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 20.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 14.06.1995
Due Triple Valve: 01.09.1987
Last Brake Cylinder: 01.06.1991
Last Single Car Test: 04.11.1992
Last Lift: 01.06.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

09.02.1990 Repair ‘SIDE STEP’.
09.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4426 L’
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4426 L’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘DOOR LOCK MECHANISM’.
24.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4426 L’
12.03.1991 Repair ‘VEHICLE COMPLETE’.
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12.03.1991 Repair ‘VEHICLE STENCILS’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4426 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1991 Repair ‘WHEEL SET’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4426 L’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4426 L’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘DOOR SLIDE RAIL’.
10.10.1991 Repair ‘TRAIN PIPE (END)’.
10.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4426 L’
12.12.1991 Repair ‘COUPLER COMPLETE’.
12.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4426 L’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4426 L’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4426 L’
09.01.1994 Repair ‘HANDRAILS’.
09.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4426 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 4426 L’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 4426 L’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 4426 L’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
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HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4426 L’
14.06.1995 Repair ‘VEHICLE RECLASSIFY’.
14.06.1995 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 4426 L’
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4427

Details: wagon ‘RBFX 4427 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 20.05.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 06.12.1994
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 14.07.1992

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘DOOR LOCK MECHANISM’.
28.11.1989 Repair ‘END HOSE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4427 U’
31.12.1989 Repair ‘DOOR LOCK MECHANISM’.
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31.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4427 U’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘DOOR LOCK MECHANISM’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Repair ‘VEHICLE STENCILS’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4427 U’
16.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4427 U’
02.02.1991 Repair ‘STEP’.
02.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4427 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Repair ‘STEP’.
07.04.1992 Repair ‘STEP’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4427 U’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE PULL ROD’.
02.07.1992 Repair ‘CARD OR CLIP HOLDER’.
02.07.1992 Repair ‘COUPLER COMPLETE’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Repair ‘HANDRAILS END’.
02.07.1992 Repair ‘SIDE BEARER’.
02.07.1992 Repair ‘TRAIN PIPE (END)’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4427 U’
06.06.1993 Repair ‘STEP’.
06.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4427 U’
19.08.1993 Repair ‘STEP’.
19.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4427 U’
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘TRAIN PIPE (END)’.
26.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4427 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘ABFX 4427 U’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
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ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4432

Details: wagon ‘RBFX 4432 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.06.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AB
Return to Service Date: 09.12.1994
Last Triple Valve: 13.12.1991
Last Brake Cylinder: 24.06.1992
Last Single Car Test: 16.08.1988
Last Lift: 22.12.1981

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘CARD OR CLIP HOLDER’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘DOOR LOCK MECHANISM’.
26.10.1989 Repair ‘END BRAKE COCK’.
26.10.1989 Repair ‘STEP’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4432 G’
20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘DOOR COMPLETE’.
20.01.1990 Repair ‘EMPTY LOAD VALVE’.
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20.01.1990 Repair ‘GRADE CONTROL VALVE’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4432 G’
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘VEHICLE STENCILS’.
02.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4432 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DOOR LOCK MECHANISM’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘SIDE BEARER’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4432 G’
28.06.1991 Repair ‘STEP’.
28.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4432 G’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘DOOR LOCK MECHANISM’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4432 G’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.12.1991 Repair ‘DOOR COMPLETE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4432 G’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4432 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABFX 4432 G’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
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3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4436

31.01.1997 Reclassified from wagon ‘RBFX 4436 N’ to ’ wagon ‘ABFY 4436 A’.

RBFX 4439

02.07.1996 Reclassified from wagon ‘RBFX 4439 R’ to ’ wagon ‘ABFY 4439 E’.

RBFX 4441

21.03.1996 Reclassified from wagon ‘RBFX 4441 W’ to ’ wagon ‘ABFY 4441 J’.

RBFX 4449

Details: wagon ‘RBFX 4449 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 21.07.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 23.11.1994
Last Triple Valve: 11.11.1992
Last Brake Cylinder: 03.08.1990
Last Single Car Test: 11.11.1992
Last Lift: 08.04.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.11.1989 Repair ‘DOOR COVERING’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 4449 X’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1990 Repair ‘CARD OR CLIP HOLDER’.
19.06.1990 Repair ‘CARD OR CLIP HOLDER’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘END BRAKE COCK’.
19.06.1990 Repair ‘END HOSE’.
19.06.1990 Repair ‘TRAIN PIPE (END)’.
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4449 X’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4449 X’
09.01.1991 Repair ‘BODY COMPLETE’.
09.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4449 X’
02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘DOOR COMPLETE’.
02.03.1991 Repair ‘END BRAKE COCK’.
02.03.1991 Repair ‘END HOSE’.
02.03.1991 Repair ‘TRAIN PIPE (END)’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
02.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4449 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘DOOR COMPLETE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘END HOSE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4449 X’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘DOOR LOCK MECHANISM’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4449 X’
22.04.1992 Repair ‘DOOR COMPLETE’.
22.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4449 X’
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26.08.1992 Repair ‘HANDRAILS END’.
26.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4449 X’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.11.1992 Repair ‘END HOSE’.
06.11.1992 Repair ‘TRAIN PIPE (END)’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4449 X’
26.05.1993 Repair ‘HANDRAILS END’.
26.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4449 X’
14.08.1993 Repair ‘STEP’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4449 X’
21.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4449 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 4449 X’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4449 X’
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 4449 X’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4455

18.09.1996 Reclassified from wagon ‘RBFX 4455 U’ to ’ wagon ‘ABFY 4455 H’.

RBFX 4460

11.11.1996 Reclassified from wagon ‘RBFX 4460 G’ to ’ wagon ‘ABFY 4460 Q’.

RBFX 4463

24.05.1996 Reclassified from wagon ‘RBFX 4463 K’ to ’ wagon ‘ABFY 4463 U’.

RBFX 4465

09.11.1996 Reclassified from wagon ‘RBFX 4465 F’ to ’ wagon ‘ABFY 4465 P’.
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RBFX 4470

Details: wagon ‘RBFX 4470 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 14.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 19.02.1996
Due Triple Valve: 01.06.1996
Last Triple Valve: 15.01.1991
Last Brake Cylinder: 22.12.1993
Last Single Car Test: 14.01.1992
Last Lift: 13.06.1986

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

18.07.1989 Repair ‘DOOR LOCK MECHANISM’.
18.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4470 U’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COUPLER COMPLETE’.
08.09.1989 Repair ‘EMPTY LOAD VALVE’.
08.09.1989 Repair ‘GRADE CONTROL VALVE’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
24.04.1990 Repair ‘DOOR LOCK MECHANISM’.
24.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4470 U’
25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.04.1990 Repair ‘COUPLER KNUCKLE’.
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25.04.1990 Repair ‘EMPTY LOAD VALVE’.
25.04.1990 Repair ‘END BRAKE COCK’.
25.04.1990 Repair ‘GRADE CONTROL VALVE’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE COMPLETE’.
03.09.1990 Repair ‘COUPLER COMPLETE’.
03.09.1990 Repair ‘TRAIN PIPE (END)’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4470 U’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘DOOR LOCK MECHANISM’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘DOOR LOCK MECHANISM’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘END HOSE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘END HOSE’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘EMPTY LOAD VALVE’.
27.07.1991 Repair ‘GRADE CONTROL VALVE’.
27.07.1991 Repair ‘SIDE BEARER’.
27.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘DOOR LOCK MECHANISM’.
13.01.1992 Repair ‘TRAIN PIPE (END)’.
13.01.1992 Repair ‘TRAIN PIPE’.
13.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4470 U’
01.03.1992 Repair ‘END HOSE’.
01.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4470 U’
06.10.1993 Repair ‘STEP’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

11934



2.611. Wagon classification starting with ‘RBF’

‘ABFX 4470 U’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BRANCH PIPE’.
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4470 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4470 U’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4470 U’
19.07.1994 Repair ‘VEHICLE RECLASSIFY’.
19.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ABFX 4470 U’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

19.02.1996 Repair ‘VEHICLE COMPLETE’.

RBFX 4472

Details: wagon ‘RBFX 4472 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 22.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ
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Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 28.11.1994
Last Brake Cylinder: 16.08.1990
Last Lift: 01.04.1982

21.01.1985 Alteration complete ‘FIT NEW SIDE AND END HANDRAILS IN
ACCORDANCE WITH DRAWING A2/13-CM-272 (ABFX & ABNX WAGONS)
(RS4012)’.

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘DOOR LOCK MECHANISM’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘END BRAKE COCK’.
22.07.1989 Repair ‘END HOSE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
22.07.1989 Repair ‘STEP’.
22.07.1989 Repair ‘VEHICLE COMPLETE’.
22.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘COUPLER COMPLETE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
01.06.1990 Repair ‘COUPLER COMPLETE’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4472 P’
17.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ABFX 4472 P’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘DOOR COMPLETE’.
16.08.1990 Repair ‘DOOR LOCK MECHANISM’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BOGIE COMPLETE’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘DOOR LOCK MECHANISM’.
01.12.1990 Repair ‘EMPTY LOAD VALVE’.
01.12.1990 Repair ‘GRADE CONTROL VALVE’.
01.12.1990 Repair ‘HANDRAILS’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ABFX 4472 P’

27.06.1991 Repair ‘END HOSE’.
27.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4472 P’
18.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4472 P’
08.01.1992 Repair ‘STEP’.
08.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4472 P’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘DOOR COMPLETE’.
14.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4472 P’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘CARD OR CLIP HOLDER’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘DOOR LOCK MECHANISM’.
13.07.1992 Repair ‘DOOR OPENING MECHANISM’.
13.07.1992 Repair ‘DOOR ROLLER’.
13.07.1992 Repair ‘DOOR SLIDE RAIL’.
13.07.1992 Repair ‘END BRAKE COCK’.
13.07.1992 Repair ‘ROOF SHEET’.
13.07.1992 Repair ‘SIDE SHEET’.
13.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4472 P’
07.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ABFX 4472 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘ABFX 4472 P’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.
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RBFX 4477

Details: wagon ‘RBFX 4477 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.10.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 26.08.1996
Due Triple Valve: 01.05.1987
Last Triple Valve: 11.07.1989
Last Brake Cylinder: 06.01.1992
Last Single Car Test: 06.01.1992
Last Lift: 01.04.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘DOOR LOCK MECHANISM’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4477 Y’
10.09.1989 Repair ‘END HOSE’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4477 Y’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER COMPLETE’.
15.01.1990 Repair ‘DOOR FRAME’.
15.01.1990 Repair ‘DOOR LOCK MECHANISM’.
15.01.1990 Repair ‘DOOR OPENING MECHANISM’.
15.01.1990 Repair ‘DOOR SEAL’.
15.01.1990 Repair ‘DOOR SLIDE RAIL’.
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15.01.1990 Repair ‘HANDRAILS END’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Repair ‘TRAIN PIPE’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4477 Y’
15.02.1991 Repair ‘DOOR COMPLETE’.
15.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4477 Y’
05.03.1991 Repair ‘ROOF COMPLETE’.
05.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4477 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1991 Repair ‘COUPLER KNUCKLE’.
06.07.1991 Repair ‘END HOSE’.
06.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4477 Y’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘DOOR COMPLETE’.
19.12.1991 Repair ‘DOOR OPENING MECHANISM’.
19.12.1991 Repair ‘END BRAKE COCK’.
19.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1991 Repair ‘TRAIN PIPE (END)’.
19.12.1991 Repair ‘TRAIN PIPE’.
19.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4477 Y’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4477 Y’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘DOOR LOCK MECHANISM’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4477 Y’
02.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4477 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4477 Y’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

15.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND
RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

26.08.1996 Repair ‘VEHICLE COMPLETE’.

RBFX 4483

30.10.1996 Reclassified from wagon ‘RBFX 4483 D’ to ’ wagon ‘ABFY 4483 N’.

RBFX 4485

05.04.1996 Reclassified from wagon ‘RBFX 4485 V’ to ’ wagon ‘ABFY 4485 X’.

RBFX 4486

Details: wagon ‘RBFX 4486 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 19.12.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB RZ RE CN
Return to Service Date: 30.11.1994
Last Brake Cylinder: 27.07.1991
Last Single Car Test: 21.06.1988
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02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4486 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘BRAKE BLOCK RB95’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘DOOR COMPLETE’.
27.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1991 Repair ‘VEHICLE STENCILS’.
27.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4486 N’
27.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4486 N’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘DOOR LOCK MECHANISM’.
24.08.1992 Repair ‘DOOR ROLLER’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4486 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ABFX 4486 N’
30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 4486 N’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4489

22.03.1996 Reclassified from wagon ‘RBFX 4489 L’ to ’ wagon ‘ABFY 4489 V’.

RBFX 4491

28.03.1996 Reclassified from wagon ‘RBFX 4491 Q’ to ’ wagon ‘ABFY 4491 D’.
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RBFX 4492

Details: wagon ‘RBFX 4492 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 02.02.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 02.02.1995
Due Triple Valve: 01.05.1988
Last Triple Valve: 08.03.1990
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 24.04.1992
Last Lift: 19.02.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘DOOR LOCK MECHANISM’.
10.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘END HOSE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4492 X’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRAKE CONTROL PIPE’.
07.03.1990 Repair ‘BRANCH PIPE’.
07.03.1990 Repair ‘CARD OR CLIP HOLDER’.
07.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.03.1990 Repair ‘DOOR LOCK MECHANISM’.
07.03.1990 Repair ‘DOOR OPENING MECHANISM’.
07.03.1990 Repair ‘DOOR SEAL’.
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07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Repair ‘SIDE MEMBER’.
07.03.1990 Repair ‘TOP CENTRE PLATE’.
07.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4492 X’
14.03.1990 Repair ‘VEHICLE COMPLETE’.
14.03.1990 Repair ‘VEHICLE STENCILS’.
14.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4492 X’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘DOOR COMPLETE’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ABFX 4492 X’
02.04.1990 Repair ‘DOOR COMPLETE’.
02.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4492 X’
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4492 X’
12.03.1991 Repair ‘SIDE BEARER’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4492 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4492 X’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.04.1992 Repair ‘DOOR OPENING MECHANISM’.
13.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1992 Repair ‘TRAIN PIPE (END)’.
13.04.1992 Repair ‘TRAIN PIPE’.
13.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1992 Repair ‘WEAR PLATES & SADDLES’.
13.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4492 X’
27.08.1992 Repair ‘STEP’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4492 X’
18.01.1993 Repair ‘STEP’.
18.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4492 X’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘EMPTY LOAD VALVE’.
19.01.1993 Repair ‘GRADE CONTROL VALVE’.
19.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1993 Repair ‘VEHICLE COMPLETE’.
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19.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4492 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4492 X’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4496

Details: wagon ‘RBFX 4496 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 20.03.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE CN AB
Return to Service Date: 19.07.1995
Last Brake Cylinder: 12.10.1990
Last Single Car Test: 21.07.1992
Last Lift: 17.01.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘END HOSE’.
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10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4496 V’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER COMPLETE’.
12.10.1990 Repair ‘DOOR COMPLETE’.
12.10.1990 Repair ‘DOOR LOCK MECHANISM’.
12.10.1990 Repair ‘DOOR OPENING MECHANISM’.
12.10.1990 Repair ‘DOOR ROLLER’.
12.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4496 V’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘DOOR LOCK MECHANISM’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4496 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BODY COMPLETE’.
16.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.07.1992 Repair ‘DOOR COVERING’.
16.07.1992 Repair ‘DOOR FRAME’.
16.07.1992 Repair ‘DOOR LOCK MECHANISM’.
16.07.1992 Repair ‘DOOR ROLLER’.
16.07.1992 Repair ‘DOOR SLIDE RAIL’.
16.07.1992 Repair ‘END HOSE’.
16.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1992 Repair ‘HANDRAILS’.
16.07.1992 Repair ‘HANDRAILS END’.
16.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1992 Repair ‘TRAIN PIPE (END)’.
16.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1992 Repair ‘WEAR PLATES & SADDLES’.
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4496 V’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4496 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4496 V’
30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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30.11.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘ABFX 4496 V’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4497

Details: wagon ‘RBFX 4497 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 17.03.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: RZ RE CN AB
Return to Service Date: 24.11.1994
Due Triple Valve: 17.11.1996
Last Brake Cylinder: 13.05.1992
Last Single Car Test: 11.05.1992
Last Lift: 07.01.1983

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘END BRAKE COCK’.
07.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Repair ‘TRAIN PIPE’.
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07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4497 H’
24.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4497 H’
03.09.1990 Repair ‘STEP’.
03.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4497 H’
07.01.1991 Repair ‘DOOR COMPLETE’.
07.01.1991 Repair ‘END BRAKE COCK’.
07.01.1991 Repair ‘END HOSE’.
07.01.1991 Repair ‘STEP’.
07.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4497 H’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘DOOR LOCK MECHANISM’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4497 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘END HOSE’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4497 H’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘DOOR LOCK MECHANISM’.
13.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1992 Repair ‘SIDE SHEET’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4497 H’
22.02.1993 Repair ‘DOOR LOCK MECHANISM’.
22.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4497 H’
26.06.1993 Repair ‘STEP’.
26.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4497 H’
13.01.1994 Repair ‘BRANCH PIPE’.
13.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4497 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4497 H’
03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT

HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.
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18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY
2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFX 4499

Details: wagon ‘RBFX 4499 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 07.04.1978
Operating System: AN
Intended Use: GENERAL
Remarks: EX VFX
BSG Code: FXBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB CN
Return to Service Date: 16.07.1995
Due Triple Valve: 16.02.1989
Last Brake Cylinder: 21.07.1989
Last Single Car Test: 24.02.1988
Last Lift: 15.09.1982

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.07.1989 Repair ‘HANDRAILS END’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘WHEEL SET’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4499 C’
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘DOOR FRAME’.
27.07.1989 Repair ‘DOOR LOCK MECHANISM’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4499 C’
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29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ABFX 4499 C’
26.07.1990 Repair ‘HANDRAILS END’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
03.08.1990 Repair ‘STEP’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
11.01.1991 Repair ‘HANDRAILS END’.
11.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘DOOR LOCK MECHANISM’.
12.02.1991 Repair ‘DOOR OPENING MECHANISM’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘END BRAKE COCK’.
12.02.1991 Repair ‘END BRAKE COCK’.
12.02.1991 Repair ‘END HOSE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘TRAIN PIPE (END)’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4499 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.09.1991 Repair ‘END BRAKE COCK’.
10.09.1991 Repair ‘HANDRAILS’.
10.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
01.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1992 Repair ‘COUPLER COMPLETE’.
01.02.1992 Repair ‘VEHICLE COMPLETE’.
01.02.1992 Repair ‘VEHICLE COMPLETE’.
01.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4499 C’
12.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
12.06.1992 Repair ‘HANDBRAKE HANDLE’.
12.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABFX 4499 C’
31.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
07.11.1992 Repair ‘HANDRAILS END’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
24.11.1992 Repair ‘DOOR COMPLETE’.
24.11.1992 Repair ‘HANDRAILS END’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
21.05.1993 Repair ‘HANDRAILS’.
21.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABFX 4499 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ABFX’ COVERED VANS TO ‘RBFX‘.

(NRC047)’. New class: ‘RBFX’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ABFX 4499 C’
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03.05.1995 Alteration ‘MODIFY SIDEBEARERS TO HIGH SPEED SET UP AND FIT
HIGH SPEED BOGIES. RECLASSIFY TO ‘ABFY’. NUMBERS TO BE SELECTED
FROM ABFX, ABSX, RBFX & ABGY. LIST OF NUMBERS TO BE SUPPLIED BY
ROLLINGSTOCK MAINTENANCE CO-ORDINATOR. 40 WAGONS TO BE
SELECTED. (RS4907)’. New class: ‘ABFY’.

16.07.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Alteration ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’. ABFY

2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115, 3120,
3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

RBFY 2443

01.10.1996 Reclassified from wagon ‘RBFY 2443 J’ to ’ wagon ‘ABFY 2443 P’.

RBFY 2449

12.08.1996 Reclassified from wagon ‘RBFY 2449 R’ to ’ wagon ‘ABFY 2449 A’.

RBFY 2454

12.08.1996 Reclassified from wagon ‘RBFY 2454 D’ to ’ wagon ‘ABFY 2454 J’.

RBFY 2455

04.09.1996 Reclassified from wagon ‘RBFY 2455 M’ to ’ wagon ‘ABFY 2455 S’.

RBFY 2456

25.09.1996 Reclassified from wagon ‘RBFY 2456 V’ to ’ wagon ‘ABFY 2456 E’.

RBFY 2457

19.08.1996 Reclassified from wagon ‘RBFY 2457 H’ to ’ wagon ‘ABFY 2457 N’.

RBFY 2459

10.09.1996 Reclassified from wagon ‘RBFY 2459 C’ to ’ wagon ‘ABFY 2459 X’.

RBFY 2460

22.09.1996 Reclassified from wagon ‘RBFY 2460 V’ to ’ wagon ‘ABFY 2460 E’.

RBFY 2463

12.09.1996 Reclassified from wagon ‘RBFY 2463 C’ to ’ wagon ‘ABFY 2463 X’.

RBFY 2474

24.09.1996 Reclassified from wagon ‘RBFY 2474 T’ to ’ wagon ‘ABFY 2474 C’.
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RBFY 2475

29.07.1996 Reclassified from wagon ‘RBFY 2475 F’ to ’ wagon ‘ABFY 2475 L’.

RBFY 2482

27.08.1996 Reclassified from wagon ‘RBFY 2482 J’ to ’ wagon ‘ABFY 2482 P’.

RBFY 2483

09.10.1996 Reclassified from wagon ‘RBFY 2483 S’ to ’ wagon ‘ABFY 2483 B’.

RBFY 2493

21.08.1996 Reclassified from wagon ‘RBFY 2493 D’ to ’ wagon ‘ABFY 2493 J’.

RBFY 2495

18.09.1996 Reclassified from wagon ‘RBFY 2495 V’ to ’ wagon ‘ABFY 2495 E’.

RBFY 2659

23.09.1996 Reclassified from wagon ‘RBFY 2659 Q’ to ’ wagon ‘ABFY 2659 W’.

RBFY 2792

19.08.1996 Reclassified from wagon ‘RBFY 2792 P’ to ’ wagon ‘ABFY 2792 V’.

RBFY 2800

11.09.1996 Reclassified from wagon ‘RBFY 2800 B’ to ’ wagon ‘ABFY 2800 H’.

RBFY 2803

18.12.1996 Reclassified from wagon ‘RBFY 2803 F’ to ’ wagon ‘ABFY 2803 L’.

RBFY 2805

18.02.1997 Reclassified from wagon ‘RBFY 2805 A’ to ’ wagon ‘ABFY 2805 G’.

RBFY 2829

12.08.1996 Reclassified from wagon ‘RBFY 2829 G’ to ’ wagon ‘ABFY 2829 M’.

RBFY 3094

29.07.1996 Reclassified from wagon ‘RBFY 3094 N’ to ’ wagon ‘ABFY 3094 T’.

RBFY 3103

10.09.1996 Reclassified from wagon ‘RBFY 3103 X’ to ’ wagon ‘ABFY 3103 Y’.
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RBFY 3112

23.09.1996 Reclassified from wagon ‘RBFY 3112 H’ to ’ wagon ‘ABFY 3112 N’.

RBFY 3113

09.12.1996 Reclassified from wagon ‘RBFY 3113 Q’ to ’ wagon ‘ABFY 3113 W’.

RBFY 3115

30.08.1996 Reclassified from wagon ‘RBFY 3115 L’ to ’ wagon ‘ABFY 3115 R’.

RBFY 3119

02.12.1996 Reclassified from wagon ‘RBFY 3119 B’ to ’ wagon ‘ABFY 3119 H’.

RBFY 3120

02.07.1996 Reclassified from wagon ‘RBFY 3120 U’ to ’ wagon ‘ABFY 3120 D’.

RBFY 3122

29.07.1996 Reclassified from wagon ‘RBFY 3122 P’ to ’ wagon ‘ABFY 3122 V’.

RBFY 3128

23.11.1996 Reclassified from wagon ‘RBFY 3128 A’ to ’ wagon ‘ABFY 3128 G’.

RBFY 3129

10.09.1996 Reclassified from wagon ‘RBFY 3129 J’ to ’ wagon ‘ABFY 3129 P’.

RBFY 3132

02.09.1996 Reclassified from wagon ‘RBFY 3132 A’ to ’ wagon ‘ABFY 3132 G’.

RBFY 3134

12.08.1996 Reclassified from wagon ‘RBFY 3134 S’ to ’ wagon ‘ABFY 3134 B’.

RBFY 3135

99.99.9999 Reclassified from wagon ‘RBFY 3135 E’ to ’ wagon ‘ABFY 3135 K’.

RBFY 4411

Details: wagon ‘RBFY 4411 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 134
Date Built: 18.03.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX RBFX
BSG Code: FSBZ

Capacity of 45 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RE AB
Return to Service Date: 26.11.1996
Due Triple Valve: 15.04.1987
Last Brake Cylinder: 27.04.1990
Last Single Car Test: 06.10.1988
Last Lift: 18.09.1981

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘END BRAKE COCK’.
12.01.1990 Repair ‘END HOSE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘TRAIN PIPE (END)’.
12.01.1990 Repair ‘TRAIN PIPE’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Repair ‘WEAR PLATES & SADDLES’.
18.03.1990 Repair ‘WEAR PLATES & SADDLES’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RBFX 4411 V’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1990 Repair ‘SIDE SHEET’.
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27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘DOOR FRAME’.
25.06.1990 Repair ‘DOOR LOCK MECHANISM’.
25.06.1990 Repair ‘DOOR SEAL’.
25.06.1990 Repair ‘DOOR SLIDE RAIL’.
25.06.1990 Repair ‘HANDRAILS END’.
25.06.1990 Repair ‘SIDE STEP’.
25.06.1990 Repair ‘TRAIN PIPE (END)’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RBFX 4411 V’
29.06.1990 Repair ‘BOGIE COMPLETE’.
29.06.1990 Repair ‘ROOF COMPLETE’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Repair ‘VEHICLE STENCILS’.
29.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RBFX 4411 V’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘DOOR LOCK MECHANISM’.
08.01.1991 Repair ‘HANDRAILS END’.
08.01.1991 Repair ‘TRAIN PIPE (END)’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘DOOR LOCK MECHANISM’.
26.02.1991 Repair ‘DOOR SLIDE RAIL’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1991 Repair ‘WHEEL SET’.
23.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘EMPTY LOAD VALVE’.
02.05.1991 Repair ‘GRADE CONTROL VALVE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
10.07.1991 Repair ‘DOOR LOCK MECHANISM’.
10.07.1991 Repair ‘ROOF COMPLETE’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘DOOR LOCK MECHANISM’.
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04.02.1992 Repair ‘DOOR OPENING MECHANISM’.
04.02.1992 Repair ‘DOOR ROLLER’.
04.02.1992 Repair ‘GRAFFITI REMOVAL’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Repair ‘DOOR COMPLETE’.
10.02.1992 Repair ‘EMPTY LOAD VALVE’.
10.02.1992 Repair ‘GRADE CONTROL VALVE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RBFX 4411 V’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’
18.08.1995 Alteration complete ‘RECLASSIFY 20 ‘ABFY‘COVERED VANS TO ‘RBFY’.

ABFY 2454-2457, 2459, 2460, 2474, 2475, 2483, 2493, 2495, 2659, 2797, 3094, 3115,
3120, 3132, 3134, 4437, 4419. (RS4915)’. New class: ‘RBFY’.

25.08.1995 Repair ‘VEHICLE RECLASSIFY’.
25.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBFX 4411 V’
26.11.1996 Repair ‘VEHICLE COMPLETE’.
26.11.1996 Repair ‘VEHICLE RECLASSIFY’.
26.11.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RBFX 4411 V’

RBFY 4419

04.09.1996 Reclassified from wagon ‘RBFY 4419 F’ to ’ wagon ‘ABFY 4419 L’.

RBFY 4422

23.03.1996 Reclassified from wagon ‘RBFY 4422 T’ to ’ wagon ‘ABFY 4422 C’.

RBFY 4431

18.11.1996 Reclassified from wagon ‘RBFY 4431 S’ to ’ wagon ‘ABFY 4431 B’.

RBFY 4437

02.09.1996 Reclassified from wagon ‘RBFY 4437 D’ to ’ wagon ‘ABFY 4437 J’.
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RBFY 4447

04.09.1996 Reclassified from wagon ‘RBFY 4447 L’ to ’ wagon ‘ABFY 4447 R’.

RBFY 4451

26.03.1996 Reclassified from wagon ‘RBFY 4451 L’ to ’ wagon ‘ABFY 4451 R’.

RBFY 4453

02.07.1996 Reclassified from wagon ‘RBFY 4453 G’ to ’ wagon ‘ABFY 4453 M’.

RBFY 4458

18.11.1996 Reclassified from wagon ‘RBFY 4458 F’ to ’ wagon ‘ABFY 4458 L’.

RBFY 4459

10.09.1996 Reclassified from wagon ‘RBFY 4459 Y’ to ’ wagon ‘ABFY 4459 U’.

RBFY 4461

21.10.1996 Reclassified from wagon ‘RBFY 4461 T’ to ’ wagon ‘ABFY 4461 C’.

RBFY 4469

10.09.1996 Reclassified from wagon ‘RBFY 4469 W’ to ’ wagon ‘ABFY 4469 F’.

RBFY 4473

25.10.1996 Reclassified from wagon ‘RBFY 4473 W’ to ’ wagon ‘ABFY 4473 F’.

RBFY 4476

11.11.1996 Reclassified from wagon ‘RBFY 4476 D’ to ’ wagon ‘ABFY 4476 J’.

RBFY 4494

22.08.1996 Reclassified from wagon ‘RBFY 4494 B’ to ’ wagon ‘ABFY 4494 H’.

2.612 Wagon classification starting with ‘RBN’

RBNX 2791

18.05.1996 Reclassified from wagon ‘RBNX 2791 D’ to ’ wagon ‘ABFY 2791 M’.

RBNX 2798

16.05.1996 Reclassified from wagon ‘RBNX 2798 U’ to ’ wagon ‘ABFY 2798 G’.
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RBNX 4444

Details: wagon ‘RBNX 4444 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 32.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 28.06.1977
Operating System: AN
Intended Use: NEWSPRINT
Remarks: EX ABNX
BSG Code: FXBZ

Capacity of 45 tonnes

Fleet Grp Code: AB UN UZ JX
Return to Service Date: 26.03.1995
Due Triple Valve: 01.02.1997
Last Brake Cylinder: 20.04.1990
Last Single Car Test: 02.12.1988
Last Lift: 19.08.1987

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

14.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABNX 4444 K’
23.10.1989 Repair ‘STEP’.
23.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABNX 4444 K’
13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ABNX 4444 K’
17.04.1990 Repair ‘DOOR COMPLETE’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABNX 4444 K’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRAKE LEVER’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘DOOR COMPLETE’.
20.04.1990 Repair ‘DOOR LOCK MECHANISM’.
20.04.1990 Repair ‘DOOR OPENING MECHANISM’.
20.04.1990 Repair ‘DOOR SLIDE RAIL’.
20.04.1990 Repair ‘END HOSE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘TRAIN PIPE’.
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20.04.1990 Repair ‘VEHICLE STENCILS’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ABNX 4444 K’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘BRAKE PULL ROD’.
26.06.1990 Repair ‘DOOR FRAME’.
26.06.1990 Repair ‘DOOR LOCK MECHANISM’.
26.06.1990 Repair ‘DOOR OPENING MECHANISM’.
26.06.1990 Repair ‘DOOR SEAL’.
26.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1990 Repair ‘SIDE BEARER’.
26.06.1990 Repair ‘TRAIN PIPE (END)’.
26.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABNX 4444 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘ABNX’ COVERED VANS TO ‘RBNX‘.

(NRC048)’. New class: ‘RBNX’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ABNX 4444 K’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND

RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

RBNX 4466

Details: wagon ‘RBNX 4466 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 32.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $30860
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 134
Date Built: 29.08.1977
Operating System: AN
Intended Use: NEWSPRINT
Remarks: EX ABFX
BSG Code: FXBZ

Capacity of 45 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AB UN UZ JX
Return to Service Date: 25.08.1994
Last Brake Cylinder: 06.04.1992
Last Single Car Test: 11.05.1993
Last Lift: 12.08.1986

02.09.1986 Alteration ‘FIT MODIFIED DOOR LATCHES TO ‘ABFX’ AND ‘ABNX’ VANS.
(RS4146)’.

07.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABNX 4466 V’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘DOOR LOCK MECHANISM’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘END HOSE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Repair ‘WEAR PLATES & SADDLES’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABNX 4466 V’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Repair ‘DOOR LOCK MECHANISM’.
02.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ABNX 4466 V’
28.07.1991 Repair ‘STEP’.
28.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ABNX 4466 V’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘DOOR COVERING’.
01.04.1992 Repair ‘DOOR FRAME’.
01.04.1992 Repair ‘DOOR LOCK MECHANISM’.
01.04.1992 Repair ‘DOOR SEAL’.
01.04.1992 Repair ‘DOOR SLIDE RAIL’.
01.04.1992 Repair ‘END BRAKE COCK’.
01.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1992 Repair ‘SIDE SHEET’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
01.04.1992 Repair ‘TRAIN PIPE’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABNX 4466 V’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘END HOSE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
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24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ABNX 4466 V’
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABNX 4466 V’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘DOOR COMPLETE’.
10.05.1993 Repair ‘DOOR FRAME’.
10.05.1993 Repair ‘DOOR LOCK MECHANISM’.
10.05.1993 Repair ‘DOOR OPENING MECHANISM’.
10.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1993 Repair ‘END BRAKE COCK’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ABNX 4466 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘ABNX’ COVERED VANS TO ‘RBNX‘.

(NRC048)’. New class: ‘RBNX’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ABNX 4466 V’
10.04.1996 Alteration ‘MODIFY ‘ABFY RBFY ABNX ’ WAGONS TO HIGH SPEED AND

RECLASS AS ‘ABFY’ BOGIE MODS AS PER DRG. W3-21/F SIDE BEARER SET UP
AS PER PROCEDURE MS1172 RESTENCIL TO 110KM/H RESTENCIL BOGIE TO
‘ASSC’ RESTENCIL WAGON TO ‘ABFY’ (RS4933)’. New class: ‘ABFY’.

2.613 Wagon classification starting with ‘RBP’

RBP 9003

Details: wagon ‘RBP 9003 N’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 23.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2700
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB V-10
Date Built: 07.10.1933
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 11.01.86;SOLD TO ARHS 15.05.86
BSG Code: SBBZ
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Capacity of 33.6 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 21.07.1980
Last Lift: 05.02.1979

RBPX 30866

Details: wagon ‘RBPX 30866 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBNX 30866 Q
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB UN UZ JX CN
Return to Service Date: 26.05.1991

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBNX 30866 Q’

RBPX 30911

Details: wagon ‘RBPX 30911 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBNX30911H
BSG Code: WXBZ
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Capacity of 51 tonnes

Fleet Grp Code: AB UN UZ JX CN
Return to Service Date: 16.01.1990
Due Triple Valve: 12.12.1989
Last Brake Cylinder: 12.12.1988

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBNX 30911 H’

RBPX 30920

Details: wagon ‘RBPX 30920 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBNX 30920 G
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB UN UZ JX CN
Return to Service Date: 06.05.1993
Last Single Car Test: 11.05.1993

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBNX 30920 G’

RBPX 30925

Details: wagon ‘RBPX 30925 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBNX 30925 G
BSG Code: WXBZ

Capacity of 50 tonnes

Fleet Grp Code: AB UN UZ JX CN
Return to Service Date: 07.12.1994

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WBNX 30925 F’
07.12.1994 Repair ‘VEHICLE COMPLETE’.

RBPX 30986

Details: wagon ‘RBPX 30986 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: NEWSPRINT
Remarks: EX WBAX 30986/ WBNX 30986 Q
BSG Code: WXBZ

Capacity of 51 tonnes

Fleet Grp Code: AB UN UZ JX CN
Return to Service Date: 05.07.1995

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WBNX 30986 Q’
05.07.1995 Repair ‘VEHICLE COMPLETE’.

2.614 Wagon classification starting with ‘RCB’

RCBX 28383

23.08.1996 Reclassified from wagon ‘RCBX 28383 U’ to ’ wagon ‘NCBX 28383 Q’.
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RCBX 28412

19.08.1996 Reclassified from wagon ‘RCBX 28412 X’ to ’ wagon ‘NCBX 28412 E’.

RCBX 28437

23.08.1996 Reclassified from wagon ‘RCBX 28437 A’ to ’ wagon ‘NCBX 28437 T’.

RCBX 28438

23.08.1996 Reclassified from wagon ‘RCBX 28438 J’ to ’ wagon ‘NCBX 28438 F’.

RCBX 28486

99.99.9999 Reclassified from wagon ‘RCBX 28486 X’ to ’ wagon ‘NCBX 28486 E’.

RCBX 28524

Details: wagon ‘RCBX 28524 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 28524 Y
BSG Code: NXKZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UC JZ CN
Return to Service Date: 12.03.1991
Last Single Car Test: 03.04.1989

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 28524 Y’

RCBX 28559

19.12.1996 Reclassified from wagon ‘RCBX 28559 S’ to ’ wagon ‘NCBX 28559 Y’.

RCBX 28605

23.08.1996 Reclassified from wagon ‘RCBX 28605 S’ to ’ wagon ‘NCBX 28605 Y’.
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RCBX 28613

Details: wagon ‘RCBX 28613 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EC NCBX 28613 E
BSG Code: NXKZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UC JZ CN
Return to Service Date: 25.11.1990

15.11.1995 Repair ‘VEHICLE RECLASSIFY’.
15.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 28613 E’

RCBX 33404

16.08.1996 Reclassified from wagon ‘RCBX 33404 Q’ to ’ wagon ‘NCBX 33404 M’.

RCBX 33475

Details: wagon ‘RCBX 33475 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX 33475 X
BSG Code: NXKZ
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Capacity of 52 tonnes

Fleet Grp Code: UC UZ JZ AE CN
Return to Service Date: 10.04.1993

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCBX 33475 X’

RCBX 33500

23.08.1996 Reclassified from wagon ‘RCBX 33500 K’ to ’ wagon ‘NCBX 33500 G’.

RCBX 33588

23.08.1996 Reclassified from wagon ‘RCBX 33588 X’ to ’ wagon ‘NCBX 33588 E’.

RCBX 33606

16.08.1996 Reclassified from wagon ‘RCBX 33606 C’ to ’ wagon ‘NCBX 33606 V’.

RCBX 33617

23.08.1996 Reclassified from wagon ‘RCBX 33617 T’ to ’ wagon ‘NCBX 33617 P’.

2.615 Wagon classification starting with ‘RCC’

RCCX 1

18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 1 E’
22.05.1995 Reclassified from wagon ‘RCCX 1 A’ to ’ wagon ‘RKCX 4001 R’.

RCCX 3

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 3 W’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Reclassified from wagon ‘RCCX 3 S’ to ’ wagon ‘RKCX 4003 M’.

RCCX 4

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 4 X’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Reclassified from wagon ‘RCCX 4 E’ to ’ wagon ‘RKCX 4 U’.
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RCCX 5

Details: wagon ‘RCCX 5 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCCX 5 R
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 09.05.1991

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 5 R’

RCCX 6

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 6 D’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Reclassified from wagon ‘RCCX 6 W’ to ’ wagon ‘ROBX 6 U’.

RCCX 7

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 7 M’
22.06.1995 Reclassified from wagon ‘RCCX 7 X’ to ’ wagon ‘RKCX 4007 C’.

RCCX 8

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 8 V’
16.06.1995 Reclassified from wagon ‘RCCX 8 R’ to ’ wagon ‘RKCX 8 K’.
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RCCX 9

06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 9 H’
16.06.1995 Reclassified from wagon ‘RCCX 9 D’ to ’ wagon ‘RKCX 9 T’.

RCCX 10

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 10 D’
08.04.1995 Reclassified from wagon ‘RCCX 10 W’ to ’ wagon ‘RKCX 10 P’.

RCCX 11

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 11 M’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Reclassified from wagon ‘RCCX 11 X’ to ’ wagon ‘RKCX 11 B’.

RCCX 12

23.06.1996 Reclassified from wagon ‘RCCX 12 R’ to ’ wagon ‘RCDX 12 U’.

RCCX 14

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 14 Q’
08.04.1995 Reclassified from wagon ‘RCCX 14 M’ to ’ wagon ‘RKCX 14 F’.

RCCX 15

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 15 C’
07.04.1995 Reclassified from wagon ‘RCCX 15 V’ to ’ wagon ‘RKCX 15 Y’.

RCCX 16

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 16 L’
16.06.1995 Reclassified from wagon ‘RCCX 16 H’ to ’ wagon ‘RKCX 16 A’.
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RCCX 17

14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 17 U’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Reclassified from wagon ‘RCCX 17 Q’ to ’ wagon ‘RKCX 17 J’.

RCCX 18

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 18 G’
05.07.1995 Reclassified from wagon ‘RCCX 18 C’ to ’ wagon ‘RKCX 18 S’.

RCCX 19

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 19 P’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Reclassified from wagon ‘RCCX 19 L’ to ’ wagon ‘RKCX 19 E’.

RCCX 20

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 20 L’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Reclassified from wagon ‘RCCX 20 H’ to ’ wagon ‘RKCX 20 A’.

RCCX 21

14.05.1996 Reclassified from wagon ‘RCCX 21 Q’ to ’ wagon ‘ROBX 21 Y’.

RCCX 22

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 22 G’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Reclassified from wagon ‘RCCX 22 C’ to ’ wagon ‘RKCX 22 S’.

RCCX 23

02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 23 P’
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11.11.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Reclassified from wagon ‘RCCX 23 L’ to ’ wagon ‘RKCX 4023 F’.

RCCX 24

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 24 B’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Reclassified from wagon ‘RCCX 24 U’ to ’ wagon ‘RKCX 24 N’.

RCCX 25

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 25 K’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Reclassified from wagon ‘RCCX 25 G’ to ’ wagon ‘RKCX 25 W’.

RCCX 26

25.06.1994 Repair ‘VEHICLE RECLASSIFY’.
25.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 26 T’
07.04.1995 Reclassified from wagon ‘RCCX 26 P’ to ’ wagon ‘RKCX 26 X’.

RCCX 27

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 27 F’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Reclassified from wagon ‘RCCX 27 B’ to ’ wagon ‘ROBX 27 W’.

RCCX 28

Details: wagon ‘RCCX 28 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
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Remarks: EX VCCX 28 Y
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 02.08.1993

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 28 Y’

RCCX 29

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 29 A’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Reclassified from wagon ‘RCCX 29 T’ to ’ wagon ‘RKCX 29 M’.

RCCX 30

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCCX 30 T’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Reclassified from wagon ‘RCCX 30 P’ to ’ wagon ‘ROBX 30 N’.

2.616 Wagon classification starting with ‘RCD’

RCDX 12

Details: wagon ‘RCDX 12 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX VOSX / VCCX 12 / RCCX 12 R
BSG Code: VXKI

Capacity of 47 tonnes
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Fleet Grp Code: UC UZ AE CN
Return to Service Date: 30.09.1993

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 12 R’
23.06.1996 Repair ‘VEHICLE RECLASSIFY’.
23.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 12 R’

RCDX 18

Details: wagon ‘RCDX 18 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 25.09.1967
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 16.11.1994
Due Triple Valve: 01.12.1994
Last Brake Cylinder: 01.12.1993
Last Single Car Test: 01.12.1993
Last Lift: 11.05.1987

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 18 B’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘HANDRAILS END’.
03.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 18 B’
08.08.1990 Repair ‘BOGIE SPRING’.
08.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 18 B’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BEARERS’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘END COMPLETE’.
15.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 18 B’
15.11.1993 Repair ‘SIDE STEP’.
15.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 18 B’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1993 Repair ‘VEHICLE STENCILS’.
25.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKCX 18 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKCX 18 B’

RCDX 21

Details: wagon ‘RCDX 21 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 14.09.1967
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 14.07.1994
Due Triple Valve: 13.08.1992
Last Brake Cylinder: 04.03.1988
Last Single Car Test: 02.03.1990
Last Lift: 18.04.1986

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE CONTROL PIPE’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘SIDE BEARER’.
03.11.1989 Repair ‘TRAIN PIPE (END)’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 21 P’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE PULL ROD’.
20.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
20.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 21 P’
03.01.1990 Repair ‘VEHICLE COMPLETE’.
03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 21 P’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘BRAKE PULL ROD’.
02.03.1990 Repair ‘BRANCH PIPE’.
02.03.1990 Repair ‘TRAIN PIPE (END)’.
02.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 21 P’
25.06.1990 Repair ‘HANDRAILS END’.
25.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 21 P’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 21 P’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

15.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKCX 21 P’

16.10.1993 Repair ‘HANDRAILS END’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 21 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKCX 21 P’
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14.07.1994 Repair ‘VEHICLE COMPLETE’.

RCDX 23

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1990 Repair ‘BRAKE LEVER’.
29.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 23 K’
05.08.1990 Repair ‘VEHICLE COMPLETE’.
05.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 23 K’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1990 Repair ‘BRAKE CONTROL PIPE’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 23 K’
10.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 23 K’
17.02.1992 Repair ‘END HOSE’.
17.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKCX 23 K’
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 23 K’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BEARERS’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘END BRAKE COCK’.
26.11.1992 Repair ‘END COMPLETE’.
26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 23 K’
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09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE CONTROL PIPE’.
09.03.1993 Repair ‘SIDE STEP’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 23 K’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘VEHICLE STENCILS’.
15.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKCX 23 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 23 K’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 23 K’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘AKCX 23 K’
09.06.1995 Reclassified from wagon ‘RCDX 23 Y’ to ’ wagon ‘RKCX 23 E’.

RCDX 25

Details: wagon ‘RCDX 25 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 21.09.1967
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Fleet Grp Code: AE UZ UC CN
Return to Service Date: 19.07.1994
Due Triple Valve: 10.10.1991
Last Brake Cylinder: 15.03.1991
Last Single Car Test: 10.10.1990
Last Lift: 20.10.1977

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 25 F’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.10.1990 Repair ‘DRAFT GEAR POCKET’.
09.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1990 Repair ‘END BRAKE COCK’.
09.10.1990 Repair ‘HANDRAILS END’.
09.10.1990 Repair ‘SIDE BEARER’.
09.10.1990 Repair ‘SIDE STEP’.
09.10.1990 Repair ‘STANCHION’.
09.10.1990 Repair ‘TRAIN PIPE (END)’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Repair ‘WEAR PLATES & SADDLES’.
09.10.1990 Repair ‘YOKE CARRIER’.
09.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 25 F’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 25 F’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

28.09.1992 Repair ‘HANDRAILS END’.
28.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 25 F’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BEARERS’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘END COMPLETE’.
18.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 25 F’
13.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 25 F’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 25 F’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO
‘RCDX‘. (NRC049)’. New class: ‘RCDX’.

19.07.1994 Repair ‘VEHICLE RECLASSIFY’.
19.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKCX 25 F’

RCDX 30

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘COUPLER COMPLETE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘TOP CENTRE PLATE’.
03.08.1989 Repair ‘YOKE COMPLETE’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘STANCHION’.
02.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘BRAKE LEVER’.
30.01.1990 Repair ‘BRAKE PULL ROD’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AKCX 30 Y’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1990 Repair ‘DOOR LOCK MECHANISM’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 30 Y’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘HANDRAILS END’.
10.08.1990 Repair ‘SIDE BEARER’.
10.08.1990 Repair ‘STEP’.
10.08.1990 Repair ‘TOP CENTRE PLATE’.
10.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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28.11.1990 Repair ‘TRAIN PIPE (END)’.
28.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
27.04.1992 Repair ‘HANDRAILS END’.
27.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 30 Y’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BEARERS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘END COMPLETE’.
06.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 30 Y’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
13.12.1993 Repair ‘SIDE BEARER’.
13.12.1993 Repair ‘TRAIN PIPE (END)’.
13.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 30 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKCX 30 Y’
09.06.1995 Reclassified from wagon ‘RCDX 30 S’ to ’ wagon ‘RKCX 30 X’.

RCDX 32

Details: wagon ‘RCDX 32 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 20.10.1967
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Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 04.05.1994
Due Triple Valve: 23.05.1992
Last Brake Cylinder: 06.04.1990
Last Single Car Test: 29.03.1994
Last Lift: 09.12.1981

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

07.11.1989 Repair ‘STEP’.
07.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 32 J’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘CENTRE SILL’.
06.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
06.04.1990 Repair ‘STEP’.
06.04.1990 Repair ‘TOP CENTRE PLATE’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 32 J’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘CARD OR CLIP HOLDER’.
23.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘DOOR HINGES AND PINS’.
23.05.1991 Repair ‘EMPTY LOAD VALVE’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 32 J’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BEARERS’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘END COMPLETE’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 32 J’
29.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.03.1994 Repair ‘BRAKE CONTROL PIPE’.
29.03.1994 Repair ‘EMPTY LOAD VALVE’.
29.03.1994 Repair ‘END HOSE’.
29.03.1994 Repair ‘GRADE CONTROL VALVE’.
29.03.1994 Repair ‘WEAR PLATES & SADDLES’.
29.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 32 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 32 J’

RCDX 36

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘DOOR COMPLETE’.
01.10.1990 Repair ‘HANDBRAKE HANDLE’.
01.10.1990 Repair ‘SIDE BEARER’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 36 W’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRANCH PIPE’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 36 W’
27.08.1991 Repair ‘HANDRAILS END’.
27.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 36 W’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BEARERS’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘END COMPLETE’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 36 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKCX 36 W’
09.06.1995 Reclassified from wagon ‘RCDX 36 D’ to ’ wagon ‘RKCX 36 Q’.
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RCDX 39

Details: wagon ‘RCDX 39 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 09.03.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AOCX - EX AKCX 39 D
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 25.10.1993
Due Triple Valve: 01.06.1992
Last Single Car Test: 28.06.1993
Last Lift: 05.07.1984

28.12.1995 Repair ‘VEHICLE RECLASSIFY’.
28.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AKCX 39 D’

RCDX 53

Details: wagon ‘RCDX 53 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 08.02.1971
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Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 22.08.1994
Due Triple Valve: 14.02.1990
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 03.06.1992
Last Lift: 01.02.1983

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

04.11.1989 Repair ‘STEP’.
04.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 53 L’
09.08.1990 Repair ‘HANDRAILS END’.
09.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 53 L’
16.05.1991 Repair ‘STEP’.
16.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 53 L’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘TOP CENTRE PLATE’.
01.06.1992 Repair ‘TRAIN PIPE’.
01.06.1992 Repair ‘VEHICLE COMPLETE’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 53 L’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BEARERS’.
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘END COMPLETE’.
25.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1992 Repair ‘STEP’.
25.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 53 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Goulburn’ with a previous code of wagon ‘AKCX 53 L’

RCDX 55

Details: wagon ‘RCDX 55 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 08.03.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 19.10.1994
Due Triple Valve: 27.01.1994
Last Brake Cylinder: 18.01.1994
Last Single Car Test: 18.01.1994
Last Lift: 23.02.1981

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘EMPTY LOAD VALVE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘STEP’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 55 G’
09.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 55 G’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRANCH PIPE’.
25.09.1990 Repair ‘TOP CENTRE PLATE’.
25.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 55 G’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘CARD OR CLIP HOLDER’.
12.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.

11984



2.616. Wagon classification starting with ‘RCD’

12.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 55 G’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘END HOSE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 55 G’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK OTHER’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
23.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1991 Repair ‘SIDE BEARER’.
23.08.1991 Repair ‘TOP CENTRE PLATE’.
23.08.1991 Repair ‘YOKE COMPLETE’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 55 G’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 55 G’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE LEVER’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 55 G’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 55 G’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘BRAKE PULL ROD’.
16.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.12.1991 Repair ‘SIDE SILL’.
16.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 55 G’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BRAKE BLOCK RB95’.
27.04.1992 Repair ‘BRAKE PULL ROD’.
27.04.1992 Repair ‘COUPLER COMPLETE’.
27.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.04.1992 Repair ‘YOKE COMPLETE’.
27.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 55 G’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.
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06.10.1992 Repair ‘HANDRAILS END’.
06.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 55 G’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BEARERS’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1993 Repair ‘YOKE COMPLETE’.
05.01.1993 Repair ‘YOKE PIN’.
05.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 55 G’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKCX 55 G’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BOGIE COMPLETE’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
18.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘TOP CENTRE PLATE’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Repair ‘WHEEL SET’.
18.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 55 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKCX 55 G’

RCDX 59

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 59 T’
14.10.1990 Repair ‘HANDRAILS END’.
14.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 59 T’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

19.10.1992 Repair ‘HANDRAILS END’.
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19.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 59 T’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘DOOR HINGES AND PINS’.
06.08.1993 Repair ‘DOOR HINGES AND PINS’.
06.08.1993 Repair ‘DOOR LOCK MECHANISM’.
06.08.1993 Repair ‘HANDRAILS’.
06.08.1993 Repair ‘STEP’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 59 T’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1994 Repair ‘TOP CENTRE PLATE’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 59 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 59 T’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 59 T’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 59 T’
09.06.1995 Reclassified from wagon ‘RCDX 59 A’ to ’ wagon ‘RKCX 59 N’.

RCDX 63

Details: wagon ‘RCDX 63 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 15.02.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 16.04.1996
Due Triple Valve: 05.11.1991
Last Brake Cylinder: 05.11.1990
Last Single Car Test: 14.04.1993
Last Lift: 13.03.1985

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘HANDRAILS END’.
15.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1990 Repair ‘STEP’.
15.03.1990 Repair ‘TOP CENTRE PLATE’.
15.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
15.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘DOOR COMPLETE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 63 T’
19.11.1990 Repair ‘BOGIE BEARERS’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 63 T’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 63 T’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘END HOSE’.
22.07.1991 Repair ‘SIDE BEARER’.
22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.
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REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘END HOSE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
10.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
10.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 63 T’
09.12.1994 Repair ‘VEHICLE RECLASSIFY’.
09.12.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘AKCX 63 T’
09.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.

RCDX 64

Details: wagon ‘RCDX 64 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 02.03.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 17.04.1996
Due Triple Valve: 21.12.1994
Last Brake Cylinder: 21.12.1993
Last Single Car Test: 21.12.1993
Last Lift: 03.05.1982

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 64 F’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1991 Repair ‘SIDE COMPLETE’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 64 F’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BEARERS’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘END COMPLETE’.
22.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1993 Repair ‘HANDRAILS END’.
22.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 64 F’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1993 Repair ‘VEHICLE STENCILS’.
17.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKCX 64 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKCX 64 F’
17.04.1996 Repair ‘VEHICLE COMPLETE’.

RCDX 68

Details: wagon ‘RCDX 68 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 12.03.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 09.01.1995
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 09.09.1993
Last Lift: 09.05.1985

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.03.1990 Repair ‘STEP’.
19.03.1990 Repair ‘TRAIN PIPE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 68 S’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

25.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1992 Repair ‘SIDE BEARER’.
25.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 68 S’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1993 Repair ‘VEHICLE STENCILS’.
01.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKCX 68 S’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 68 S’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
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03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
03.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 68 S’
09.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 68 S’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 68 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 68 S’

RCDX 74

Details: wagon ‘RCDX 74 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 15.04.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 23.06.1994
Last Brake Cylinder: 10.03.1989
Last Single Car Test: 09.03.1993
Last Lift: 04.05.1982

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

04.08.1989 Repair ‘HANDRAILS END’.
04.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 74 N’
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03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 74 N’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

06.10.1992 Repair ‘HANDRAILS END’.
06.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 74 N’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
24.02.1993 Repair ‘CENTRE SILL’.
24.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘YOKE CARRIER’.
24.02.1993 Repair ‘YOKE COMPLETE’.
24.02.1993 Repair ‘YOKE PIN’.
24.02.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
24.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKCX 74 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Goulburn’ with a previous code of wagon ‘AKCX 74 N’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.

RCDX 92

Details: wagon ‘RCDX 92 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 17.11.1971
Operating System: AN
Intended Use: STEEL COIL
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Remarks: EX AKCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 30.06.1995
Due Triple Valve: 23.06.1994
Last Brake Cylinder: 23.06.1993
Last Single Car Test: 23.06.1993
Last Lift: 01.08.1985

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 92 L’
29.03.1990 Repair ‘HANDRAILS END’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 92 L’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘DOOR COMPLETE’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 92 L’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKCX 92 L’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BRANCH PIPE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘SIDE MEMBER’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 92 L’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.
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27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE LEVER’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 92 L’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1993 Repair ‘VEHICLE STENCILS’.
18.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKCX 92 L’
11.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 92 L’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 92 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 92 L’
05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKCX 92 L’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.

RCDX 95

25.08.1988 Alteration complete ‘INSTALL COIL STEEL CRADLES IN (20) ‘AOCX’ OPEN
WAGONS AND RECLASSIFY TO ‘AKCX’ WAGONS. (RS4318)’. New class: ‘AKCX’.

12.01.1989 Alteration complete ‘INCREASE DISTANCE BETWEEN CRADLE END
STOPS TO 1300 MM. ALL AKCX. (RS4376)’.

29.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKCX 95 P’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 95 P’
10.12.1990 Repair ‘HANDRAILS END’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKCX 95 P’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE BEARERS’.
11.01.1993 Repair ‘BOGIE COMPLETE’.
11.01.1993 Repair ‘END COMPLETE’.
11.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKCX 95 P’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘BRANCH PIPE’.
15.11.1993 Repair ‘END FRAME MEMBER’.
15.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1993 Repair ‘SIDE BEARER’.
15.11.1993 Repair ‘TOP CENTRE PLATE’.
15.11.1993 Repair ‘TRAIN PIPE’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 95 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKCX’ COILED STEEL WAGONS TO

‘RCDX‘. (NRC049)’. New class: ‘RCDX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 95 P’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKCX 95 P’
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKCX 95 P’
09.06.1995 Reclassified from wagon ‘RCDX 95 T’ to ’ wagon ‘RKCX 95 J’.

2.617 Wagon classification starting with ‘RCE’

RCEX 1

Details: wagon ‘RCEX 1 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 10.12.1968
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 01.02.1995
Due Triple Valve: 16.03.1989
Last Brake Cylinder: 26.04.1989
Last Lift: 16.06.1986
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28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

16.08.1989 Repair ‘FLOOR SUPPORT’.
16.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 1 F’
14.01.1990 Repair ‘HANDRAILS END’.
14.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
08.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
08.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘END COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
23.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
19.11.1991 Repair ‘HANDRAILS END’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKEX 1 F’
08.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1992 Repair ‘BRANCH PIPE’.
08.02.1992 Repair ‘COUPLER KNUCKLE’.
08.02.1992 Repair ‘ROOF MEMBER’.
08.02.1992 Repair ‘SIDE BEARER’.
08.02.1992 Repair ‘TOP CENTRE PLATE’.
08.02.1992 Repair ‘TOP CENTRE PLATE’.
08.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
05.04.1992 Repair ‘HANDRAILS END’.
05.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
15.05.1992 Alteration complete ‘BEAM SLIDING PLATES TO BE ALTERED TO

DRAWING 8-CM-216 REVISION ‘G’ ON ALL ‘AKEX’ & ‘AKEY’ STEEL WAGONS.
ALL AKEX,AKEY. (RS4701)’.

09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘END FRAME MEMBER’.
01.06.1993 Repair ‘LASHING POINT’.
01.06.1993 Repair ‘LASHING POINT’.
01.06.1993 Repair ‘STANCHION’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
01.08.1993 Repair ‘HANDRAILS’.
01.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 1 F’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘END SHEETING’.
23.11.1993 Repair ‘GRADE CONTROL VALVE’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 1 F’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 2

Details: wagon ‘RCEX 2 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 20.12.1968
Operating System: AN
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Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 16.01.1995
Last Brake Cylinder: 02.06.1993
Last Lift: 16.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 2 Y’
09.08.1989 Repair ‘FLOOR SUPPORT’.
09.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 2 Y’
08.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 2 Y’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
29.04.1992 Repair ‘SIDE BEARER’.
29.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 2 Y’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘BOGIE SPRING’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Repair ‘SIDE BEARER’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
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15.05.1992 Alteration complete ‘BEAM SLIDING PLATES TO BE ALTERED TO
DRAWING 8-CM-216 REVISION ‘G’ ON ALL ‘AKEX’ & ‘AKEY’ STEEL WAGONS.
ALL AKEX,AKEY. (RS4701)’.

06.01.1993 Repair ‘HANDRAILS END’.
06.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 2 Y’
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘END COMPLETE’.
08.05.1993 Repair ‘END COMPLETE’.
08.05.1993 Repair ‘LASHING POINT’.
08.05.1993 Repair ‘LASHING POINT’.
08.05.1993 Repair ‘LASHING POINT’.
08.05.1993 Repair ‘LASHING POINT’.
08.05.1993 Repair ‘ROOF MEMBER’.
08.05.1993 Repair ‘ROOF MEMBER’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1993 Repair ‘SIDE BEARER’.
23.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 2 Y’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘HANDBRAKE HANDLE’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
12.06.1993 Repair ‘LASHING POINT’.
12.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘COUPLER KNUCKLE’.
02.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘SIDE BEARER’.
02.09.1993 Repair ‘TOP CENTRE PLATE’.
02.09.1993 Repair ‘TOP CENTRE PLATE’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 2 Y’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Wingfield’ with a previous code of wagon ‘AKEX 2 Y’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.
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RCEX 3

Details: wagon ‘RCEX 3 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 28.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 02.12.1994
Last Brake Cylinder: 27.04.1988
Last Lift: 01.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4 OR
MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW HOOP IN
WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

01.08.1989 Repair ‘FLOOR SUPPORT’.
01.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 3 A’
23.09.1989 Repair ‘BOGIE COMPLETE’.
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 3 A’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘SIDE BEARER’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 3 A’
04.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1990 Repair ‘HANDRAILS END’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 3 A’
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 3 A’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Repair ‘WEAR PLATES & SADDLES’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 3 A’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘DOOR FRAME’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 3 A’
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘DOOR COMPLETE’.
02.02.1991 Repair ‘GRADE CONTROL VALVE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 3 A’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘DRAFT GEAR POCKET’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘END FRAME MEMBER’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 3 A’
15.05.1992 Alteration complete ‘BEAM SLIDING PLATES TO BE ALTERED TO

DRAWING 8-CM-216 REVISION ‘G’ ON ALL ‘AKEX’ & ‘AKEY’ STEEL WAGONS.
ALL AKEX,AKEY. (RS4701)’.

06.01.1993 Repair ‘HANDRAILS END’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKEX 3 A’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘LASHING POINT’.
01.06.1993 Repair ‘STANCHION’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 3 A’
07.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 3 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘AKEX 3 A’
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27.06.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 4

Details: wagon ‘RCEX 4 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 20.12.1968
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 12.12.1994
Last Brake Cylinder: 29.04.1992
Last Lift: 01.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON ‘AKEX’
WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.
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18.08.1989 Repair ‘FLOOR SUPPORT’.
18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 4 J’
20.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 4 J’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1990 Repair ‘STANCHION’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 4 J’
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 4 J’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘COUPLER KNUCKLE’.
25.03.1992 Repair ‘FLOOR SHEETING’.
25.03.1992 Repair ‘ROOF MEMBER’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 4 J’
26.04.1992 Repair ‘SIDE BEARER’.
26.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 4 J’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
29.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1992 Repair ‘ROOF SHEET’.
29.04.1992 Repair ‘SIDE BEARER’.
29.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 4 J’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BODY COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 4 J’
18.08.1993 Repair ‘STEP’.
18.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 4 J’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 4 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 4 J’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 4 J’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.
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RCEX 5

Details: wagon ‘RCEX 5 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 28.04.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK CN
Return to Service Date: 23.11.1994
Last Triple Valve: 27.03.1990
Last Brake Cylinder: 05.09.1990
Last Single Car Test: 02.03.1990
Last Lift: 05.07.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘END BRAKE COCK’.
01.03.1990 Repair ‘TRAIN PIPE (END)’.
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01.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKEX 5 S’
13.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1990 Repair ‘WHEEL SET’.
13.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon ‘AKEX 5 S’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 5 S’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘ROOF MEMBER’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 5 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 5 S’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 5 S’
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 5 S’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 6

Details: wagon ‘RCEX 6 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 25.02.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI
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Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 20.07.1994
Last Brake Cylinder: 24.06.1988
Last Lift: 01.11.1984

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON ‘AKEX’
WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 6 E’
19.11.1990 Repair ‘HANDRAILS END’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 6 E’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 6 E’
27.01.1991 Repair ‘HANDRAILS END’.
27.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 6 E’
07.02.1991 Repair ‘HANDRAILS END’.
07.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 6 E’
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 6 E’
05.02.1993 Repair ‘HANDRAILS END’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 6 E’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRAKE CONTROL PIPE’.
25.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1993 Repair ‘EMPTY LOAD VALVE’.
25.08.1993 Repair ‘GRADE CONTROL VALVE’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘TRAIN PIPE’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 6 E’
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04.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.10.1993 Repair ‘EMPTY LOAD VALVE’.
04.10.1993 Repair ‘GRADE CONTROL VALVE’.
04.10.1993 Repair ‘SIDE BEARER’.
04.10.1993 Repair ‘TOP CENTRE PLATE’.
04.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 6 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 6 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 7

Details: wagon ‘RCEX 7 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 13.12.1968
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 19.07.1994
Due Triple Valve: 05.04.1992
Last Brake Cylinder: 05.04.1991
Last Single Car Test: 05.02.1990
Last Lift: 01.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4 OR
MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW HOOP IN
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WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON ‘AKEX’
WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

18.01.1990 Repair ‘STEP’.
18.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 7 N’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKEX 7 N’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1990 Repair ‘BRANCH PIPE’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 7 N’
08.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 7 N’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 7 N’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 7 N’
23.12.1991 Repair ‘TOP CENTRE PLATE’.
23.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 7 N’
09.11.1992 Repair ‘SIDE BEARER’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 7 N’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘SLOPE SHEET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 7 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 7 N’
19.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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19.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 7 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 8

Details: wagon ‘RCEX 8 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 05.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 07.02.1995
Due Triple Valve: 16.03.1989
Last Brake Cylinder: 23.10.1992
Last Lift: 01.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.
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07.09.1989 Repair ‘FLOOR SUPPORT’.
07.09.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 8 W’
12.09.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 8 W’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘END FRAME MEMBER’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘STANCHION’.
15.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 8 W’
10.03.1991 Repair ‘HANDRAILS’.
10.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
01.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
02.06.1991 Repair ‘HANDRAILS’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
21.05.1992 Repair ‘HANDRAILS’.
21.05.1992 Repair ‘SIDE STEP’.
21.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
09.08.1992 Repair ‘HANDRAILS END’.
09.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘SIDE BEARER’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 8 W’
06.01.1993 Repair ‘HANDRAILS END’.
06.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘BRAKE CONTROL PIPE’.
26.01.1993 Repair ‘BRAKE SPRING’.
26.01.1993 Repair ‘BRANCH PIPE’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘ROOF MEMBER’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 8 W’
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14.09.1993 Repair ‘HANDRAILS END’.
14.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
25.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 8 W’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 8 W’
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 8 W’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 9

Details: wagon ‘RCEX 9 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 06.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 30.09.1994
Due Triple Valve: 25.11.1989
Last Lift: 04.07.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.
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26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

16.08.1989 Repair ‘FLOOR SUPPORT’.
16.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 9 X’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE SPRING’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘EMPTY LOAD VALVE’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1990 Repair ‘BRAKE LEVER’.
24.02.1990 Repair ‘BRAKE SPRING’.
24.02.1990 Repair ‘BRANCH PIPE’.
24.02.1990 Repair ‘COUPLER KNUCKLE’.
24.02.1990 Repair ‘EMPTY LOAD VALVE’.
24.02.1990 Repair ‘GRADE CONTROL VALVE’.
24.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘END FRAME MEMBER’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
27.02.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS (MINER TCC-4500)

TO ONE (1) ‘AKEX’ WAGON IN ACCORDANCE WITH ME STANDARD R31.
STENCIL BOGIE IN ACCORDANCE WITH ME STANDARD R40. RECLASSIFY
‘AKEY‘. AKEX 1 NO. TO BE SELECTED. (RS4579)’. New class: ‘AKEY’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BEARERS’.
30.04.1991 Repair ‘SIDE BEARER’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE RECLASSIFY’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
19.11.1992 Alteration complete ‘REMOVE HIGH SPEED BOGIES FORM AKEY9M
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AND RECLASSIFY AKEX9X. AKEY9 (RS4750)’. New class: ‘AKEX’.
20.11.1992 Repair ‘VEHICLE RECLASSIFY’.
20.11.1992 Repair ‘VEHICLE STENCILS’.
20.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 9 X’
10.12.1992 Repair ‘BOGIE BEARINGS’.
10.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 9 X’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘SIDE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 9 X’
29.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1993 Repair ‘COUPLER KNUCKLE’.
29.11.1993 Repair ‘END FRAME MEMBER’.
29.11.1993 Repair ‘ROOF MEMBER’.
29.11.1993 Repair ‘TRAIN PIPE (END)’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.12.1993 Repair ‘DRAFT GEAR POCKET’.
01.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.12.1993 Repair ‘TRAIN PIPE (END)’.
01.12.1993 Repair ‘YOKE CARRIER’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 9 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 9 X’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 10

Details: wagon ‘RCEX 10 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB F-18
Date Built: 28.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 24.08.1994
Due Triple Valve: 01.06.1988
Last Brake Cylinder: 07.06.1991
Last Lift: 16.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4 OR
MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW HOOP IN
WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

27.09.1989 Repair ‘FLOOR SUPPORT’.
27.09.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 10 E’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
18.06.1990 Repair ‘STANCHION’.
18.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 10 E’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1991 Repair ‘TRAIN PIPE (END)’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 10 E’

12015



2. TIMS GROUP INFORMATION - WAGONS

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 10 E’
06.01.1993 Repair ‘HANDRAILS END’.
06.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 10 E’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BEARERS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 10 E’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘TOP CENTRE PLATE’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 10 E’
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKEX 10 E’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BOLSTER’.
10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Repair ‘TOP CENTRE PLATE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 10 E’
04.01.1994 Repair ‘STEP’.
04.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 10 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 10 E’
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 10 E’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 11

Details: wagon ‘RCEX 11 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B

12016



2.617. Wagon classification starting with ‘RCE’

Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 17.07.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 14.11.1994
Last Brake Cylinder: 09.01.1991
Last Single Car Test: 19.02.1992
Last Lift: 16.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4 OR
MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW HOOP IN
WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

18.08.1989 Repair ‘FLOOR SUPPORT’.
18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 11 N’
21.01.1990 Repair ‘STEP’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 11 N’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRANCH PIPE’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 11 N’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1990 Repair ‘BRANCH PIPE’.
04.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 11 N’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE BLOCK RB95’.
12.12.1990 Repair ‘BRAKE LEVER’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘END BRAKE COCK’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKEX 11 N’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 11 N’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘END FRAME MEMBER’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 11 N’
29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 11 N’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘BRAKE PULL ROD’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKEX 11 N’
24.02.1993 Repair ‘SIDE STEP’.
24.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 11 N’
05.12.1993 Repair ‘BRAKE BLOCK RB95’.
05.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 11 N’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 11 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 11 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 12

Details: wagon ‘RCEX 12 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 10.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 30.01.1995
Last Brake Cylinder: 17.09.1991
Last Single Car Test: 02.10.1990
Last Lift: 05.07.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

16.08.1989 Repair ‘FLOOR SUPPORT’.
16.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 12 W’
09.09.1989 Repair ‘STEP’.
09.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 12 W’
18.06.1990 Repair ‘HANDRAILS END’.
18.06.1990 Repair ‘SIDE STEP’.
18.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 12 W’
23.07.1990 Repair ‘COUPLER COMPLETE’.
23.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 12 W’
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01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘CARD OR CLIP HOLDER’.
01.10.1990 Repair ‘ISOLATING COCK’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKEX 12 W’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BRANCH PIPE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘EMPTY LOAD VALVE’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRANCH PIPE’.
17.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘BRAKE PULL ROD’.
01.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1991 Repair ‘VEHICLE COMPLETE’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘FLOOR SHEETING’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘ROOF MEMBER’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRANCH PIPE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘EMPTY LOAD VALVE’.
25.09.1992 Repair ‘GRADE CONTROL VALVE’.
25.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1992 Repair ‘TRAIN PIPE (END)’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 12 W’
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 12 W’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL
WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 13

Details: wagon ‘RCEX 13 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 25.02.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 14.06.1995
Last Brake Cylinder: 06.06.1992
Last Single Car Test: 29.06.1993
Last Lift: 05.07.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON ‘AKEX’
WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

18.08.1989 Repair ‘FLOOR SUPPORT’.
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18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon
‘AKEX 13 X’

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘BRANCH PIPE’.
27.09.1989 Repair ‘END FRAME MEMBER’.
27.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
14.01.1990 Repair ‘HANDRAILS END’.
14.01.1990 Repair ‘HANDRAILS END’.
14.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
14.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
13.07.1990 Repair ‘HANDRAILS END’.
13.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Repair ‘WHEEL SET’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
11.02.1991 Repair ‘HANDRAILS END’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
12.08.1991 Repair ‘HANDRAILS END’.
12.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
11.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
04.04.1992 Repair ‘TOP CENTRE PLATE’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
06.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1992 Repair ‘COUPLER KNUCKLE’.
06.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1992 Repair ‘ROOF MEMBER’.
06.06.1992 Repair ‘SIDE BEARER’.
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06.06.1992 Repair ‘TOP CENTRE PLATE’.
06.06.1992 Repair ‘TOP CENTRE PLATE’.
06.06.1992 Repair ‘TOP CENTRE PLATE’.
06.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘END BRAKE COCK’.
16.07.1992 Repair ‘TRAIN PIPE (END)’.
16.07.1992 Repair ‘VEHICLE COMPLETE’.
16.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKEX 13 X’
29.01.1993 Repair ‘HANDRAILS END’.
29.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘SIDE BEARER’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
16.04.1993 Repair ‘HANDRAILS END’.
16.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘TRAIN PIPE (END)’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘YOKE PIN’.
28.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKEX 13 X’
01.08.1993 Repair ‘HANDRAILS END’.
01.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
23.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
15.09.1993 Repair ‘HANDRAILS’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
20.01.1994 Repair ‘HANDRAILS END’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 13 X’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
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24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 13 X’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.

RCEX 14

Details: wagon ‘RCEX 14 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 01.05.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 16.06.1994
Last Brake Cylinder: 21.09.1992
Last Single Car Test: 19.10.1990
Last Lift: 31.05.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
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UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

16.08.1989 Repair ‘FLOOR SUPPORT’.
16.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 14 R’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘HANDBRAKE HANDLE’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 14 R’
18.02.1990 Repair ‘STEP’.
18.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 14 R’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘DRAFT GEAR POCKET’.
19.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.10.1990 Repair ‘SIDE BEARER’.
19.10.1990 Repair ‘TOP CENTRE PLATE’.
19.10.1990 Repair ‘YOKE CARRIER’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKEX 14 R’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 14 R’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘COUPLER KNUCKLE’.
25.03.1992 Repair ‘FLOOR SHEETING’.
25.03.1992 Repair ‘ROOF MEMBER’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 14 R’
26.05.1992 Repair ‘STANCHION’.
26.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 14 R’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘EMPTY LOAD VALVE’.
21.09.1992 Repair ‘GRADE CONTROL VALVE’.
21.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 14 R’
28.03.1993 Repair ‘SIDE BEARER’.
28.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 14 R’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 14 R’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 14 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘AKEX 14 R’
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16.06.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 15

Details: wagon ‘RCEX 15 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 14.04.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AO UC UZ CN AE
Return to Service Date: 09.06.1995
Last Triple Valve: 16.05.1991
Last Brake Cylinder: 12.03.1991
Last Lift: 21.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.
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02.10.1989 Repair ‘HOSE FITTINGS’.
02.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKEX 15 D’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘STANCHION’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
13.03.1991 Repair ‘END HOSE’.
13.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 15 D’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
30.05.1991 Repair ‘HANDRAILS END’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 15 D’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DOOR COVERING’.
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘COUPLER COMPLETE’.
10.06.1992 Repair ‘COUPLER KNUCKLE’.
10.06.1992 Repair ‘ROOF MEMBER’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘EMPTY LOAD VALVE’.
27.01.1993 Repair ‘GRADE CONTROL VALVE’.
27.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1993 Repair ‘SIDE BEARER’.
27.01.1993 Repair ‘TOP CENTRE PLATE’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘STANCHION’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
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18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 15 D’
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 15 D’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.

RCEX 16

Details: wagon ‘RCEX 16 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 22.07.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 22.01.1995
Last Brake Cylinder: 05.12.1990
Last Lift: 14.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
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UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

18.08.1989 Repair ‘FLOOR SUPPORT’.
18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 16 M’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘WHEEL SET’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 16 M’
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKEX 16 M’
26.01.1990 Repair ‘BRAKE SPRING’.
26.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKEX 16 M’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Repair ‘BRAKE LEVER’.
30.01.1990 Repair ‘BRAKE SPRING’.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 16 M’
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 16 M’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 16 M’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘ROOF MEMBER’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 16 M’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE LEVER’.
13.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1991 Repair ‘SIDE BEARER’.
13.11.1991 Repair ‘TOP CENTRE PLATE’.
13.11.1991 Repair ‘VEHICLE COMPLETE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 16 M’
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21.11.1991 Repair ‘HANDRAILS END’.
21.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 16 M’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1993 Repair ‘TOP CENTRE PLATE’.
24.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 16 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 16 M’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 17

Details: wagon ‘RCEX 17 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 17.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 16.04.1995
Last Brake Cylinder: 18.11.1992
Last Lift: 14.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
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HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON ‘AKEX’
WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

18.08.1989 Repair ‘FLOOR SUPPORT’.
18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 17 V’
20.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
25.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Repair ‘STANCHION’.
10.07.1990 Repair ‘STANCHION’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
26.08.1990 Repair ‘HANDRAILS END’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
01.02.1991 Repair ‘STEP’.
01.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
10.09.1991 Repair ‘SIDE BEARER’.
10.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
21.11.1991 Repair ‘HANDRAILS END’.
21.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
05.05.1992 Repair ‘TOP CENTRE PLATE’.
05.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
13.05.1992 Repair ‘TOP CENTRE PLATE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
15.05.1992 Alteration complete ‘BEAM SLIDING PLATES TO BE ALTERED TO

DRAWING 8-CM-216 REVISION ‘G’ ON ALL ‘AKEX’ & ‘AKEY’ STEEL WAGONS.
ALL AKEX,AKEY. (RS4701)’.

04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
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04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
23.06.1992 Repair ‘STANCHION’.
23.06.1992 Repair ‘STANCHION’.
23.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
08.11.1992 Repair ‘COUPLER COMPLETE’.
08.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 17 V’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘LASHING POINT’.
18.11.1992 Repair ‘LASHING POINT’.
18.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1992 Repair ‘VEHICLE STENCILS’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘EMPTY LOAD VALVE’.
30.06.1993 Repair ‘END HOSE’.
30.06.1993 Repair ‘GRADE CONTROL VALVE’.
30.06.1993 Repair ‘SIDE BEARER’.
30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘PARTITION’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 17 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 17 V’
02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.

RCEX 18

Details: wagon ‘RCEX 18 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 28.08.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 12.06.1995
Due Triple Valve: 09.03.1990
Last Brake Cylinder: 14.12.1992
Last Lift: 14.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON ‘AKEX’
WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
18.08.1989 Repair ‘FLOOR SUPPORT’.
18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 18 H’
15.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 18 H’
27.02.1992 Repair ‘HANDRAILS END’.
27.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
20.03.1992 Repair ‘STEP’.
20.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
15.05.1992 Alteration complete ‘BEAM SLIDING PLATES TO BE ALTERED TO

DRAWING 8-CM-216 REVISION ‘G’ ON ALL ‘AKEX’ & ‘AKEY’ STEEL WAGONS.
ALL AKEX,AKEY. (RS4701)’.

14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE SPRING’.
14.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘GRADE CONTROL VALVE’.
14.12.1992 Repair ‘LASHING POINT’.
14.12.1992 Repair ‘LASHING POINT’.
14.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1992 Repair ‘ROOF MEMBER’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 18 H’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE CONTROL PIPE’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘TOP CENTRE PLATE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 18 H’
14.03.1993 Repair ‘TWIST LOCK’.
14.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
28.03.1993 Repair ‘HANDRAILS END’.
28.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
23.05.1993 Repair ‘HANDRAILS END’.
23.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 18 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 18 H’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.

RCEX 19

Details: wagon ‘RCEX 19 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 28.03.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 22.12.1994
Last Brake Cylinder: 26.06.1992
Last Single Car Test: 11.01.1988
Last Lift: 14.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4 OR
MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW HOOP IN
WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

18.08.1989 Repair ‘FLOOR SUPPORT’.
18.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKEX 19 Q’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1990 Repair ‘STANCHION’.
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
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04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Repair ‘STANCHION’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Repair ‘BRAKE LEVER’.
19.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.09.1991 Repair ‘SIDE BEARER’.
19.09.1991 Repair ‘STEP’.
19.09.1991 Repair ‘TOP CENTRE PLATE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
01.05.1992 Repair ‘HANDRAILS END’.
01.05.1992 Repair ‘TRAIN PIPE (END)’.
01.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
07.06.1992 Repair ‘HANDRAILS END’.
07.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘END SHEETING’.
26.06.1992 Repair ‘HANDRAILS END’.
26.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
14.03.1993 Repair ‘WHEEL SET’.
14.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘HANDRAILS END’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
02.04.1993 Repair ‘HANDRAILS’.
02.04.1993 Repair ‘SIDE BEARER’.
02.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BEARERS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘HANDRAILS END’.
29.04.1993 Repair ‘LASHING POINT’.
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29.04.1993 Repair ‘ROOF MEMBER’.
29.04.1993 Repair ‘SIDE BEARER’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
01.08.1993 Repair ‘TRAIN PIPE (END)’.
01.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
05.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
13.10.1993 Repair ‘HANDRAILS’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
07.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 19 Q’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 19 Q’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

RCEX 20

Details: wagon ‘RCEX 20 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-18
Date Built: 22.05.1969
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKEX
BSG Code: FXKI

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 10.09.1994
Due Triple Valve: 11.12.1994
Last Triple Valve: 29.09.1992
Last Brake Cylinder: 10.12.1991
Last Lift: 14.06.1986

28.05.1986 Alteration complete ‘REMOVE BODY AND FIT NEW SUPERSTRUCTURE
RECLASSIFY ‘AKEX’ 1 TO 20. (AOQY (20) TO BE SELECTED FROM 101 TO 354
SERIES (EX SAR) (RS4118)’.

26.11.1987 Alteration complete ‘MANUFACTURE TARPAULIN HOOPS IN SETS OF 4
OR MULTIPLES THEREOF. R/STOCK FOREMAN DRY CREEK TO FIT NEW
HOOP IN WAGON SETS, UTILISING REMOVED HOOPS AS SPARES. AKEX 1 - 20.
(RS4242)’.

08.09.1988 Alteration complete ‘ADD ADDITIONAL GUSSET TO LIFTING PADS ON
‘AKEX’ WAGONS. (RS4324)’.

21.11.1988 Alteration complete ‘FIT END PLATFORM. DRILL ADDITIONAL HOLES
IN DUNNAGE BEAMS, REMOVE SAFETY LATCH, FIT PACKING TO TOP SLIDE
PLATES. REMOVE THE TOP FLANGE AT ONE END ONLY AT THE DOUBLE
LOCKING BEAMS (SEE A2 8-CM-216E). APPLY A SMALL SPOT OF WELD
UNDER THE HEAD OF EACH LOCKING PIN TO ENABLE EASIER LIFTING IF
JAMMING OCCURS. ENSURE ALL RETAINING CHAINS ARE ATTACHED TO
BOTH THE PIN AND THE LOCKING BEAM. AKEX 1 - 20. (RS4360)’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘END HOSE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
18.06.1990 Repair ‘HANDRAILS’.
18.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
12.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
17.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
30.05.1991 Repair ‘HANDRAILS END’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
16.08.1991 Repair ‘HANDRAILS END’.
16.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
01.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1991 Repair ‘TOP CENTRE PLATE’.
10.12.1991 Repair ‘TOP CENTRE PLATE’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
15.05.1992 Alteration complete ‘BEAM SLIDING PLATES TO BE ALTERED TO

DRAWING 8-CM-216 REVISION ‘G’ ON ALL ‘AKEX’ & ‘AKEY’ STEEL WAGONS.
ALL AKEX,AKEY. (RS4701)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.09.1992 Repair ‘ROOF MEMBER’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
11.10.1992 Repair ‘LASHING POINT’.
11.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
28.02.1993 Repair ‘HANDRAILS’.
28.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘END COMPLETE’.
11.05.1993 Repair ‘LASHING POINT’.
11.05.1993 Repair ‘LASHING POINT’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.12.1993 Repair ‘SIDE BEARER’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKEX 20 M’
19.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
14.01.1994 Repair ‘SIDE STEP’.
14.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKEX 20 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKEX’ COILED STEEL WAGONS TO

‘RCEX‘. (NRC050)’. New class: ‘RCEX’.
19.07.1994 Repair ‘VEHICLE RECLASSIFY’.
19.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKEX 20 M’
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07.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 20 NO. RCEX AND AKEX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCEF’. (RS4899)’. New class: ‘RCEF’.

2.618 Wagon classification starting with ‘RCF’

RCFX 28519

Details: wagon ‘RCFX 28519 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 03.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCBX28519F/NCFX28519R
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: UC UZ CN AE
Return to Service Date: 18.09.1991

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 28519 R’

RCFX 33410

Details: wagon ‘RCFX 33410 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
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Remarks: EX NCFX 33410 T
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 25.03.1988

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33410 T’

RCFX 33415

Details: wagon ‘RCFX 33415 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCFX 33415 S
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 21.01.1988
Last Single Car Test: 22.01.1988

12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33415 S’

RCFX 33419

Details: wagon ‘RCFX 33419 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFX 33419 X
BSG Code: NXKI

Capacity of 51 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33419 X’

RCFX 33435

23.08.1996 Reclassified from wagon ‘RCFX 33435 P’ to ’ wagon ‘NCFX 33435 L’.

RCFX 33459

Details: wagon ‘RCFX 33459 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFX 33459 R
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 19.02.1995

02.12.1994 Repair ‘VEHICLE RECLASSIFY’.
02.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33459 R’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
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RCFX 33479

Details: wagon ‘RCFX 33479 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFX 33479 K
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 28.10.1988

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33479 K’

RCFX 33567

Details: wagon ‘RCFX 33567 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX 33567 D—EX NCFX 33567 Y
BSG Code: NXKI

Capacity of 51 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33567 Y’
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RCFX 33574

Details: wagon ‘RCFX 33574 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFX 33574 S
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 17.12.1994

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33574 S’
17.12.1994 Repair ‘VEHICLE COMPLETE’.

RCFX 33597

Details: wagon ‘RCFX 33597 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX33597E/NCFX33597P
BSG Code: NXKI

Capacity of 51 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33597 P’
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RCFX 33605

Details: wagon ‘RCFX 33605 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFX 33605 B
BSG Code: NXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 28.09.1992

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33605 B’

RCFX 33609

Details: wagon ‘RCFX 33609 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFX 33609 Y
BSG Code: NXKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33609 Y’
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RCFX 33613

16.08.1996 Reclassified from wagon ‘RCFX 33613 S’ to ’ wagon ‘NCFX 33613 Y’.

RCFX 33625

16.08.1996 Reclassified from wagon ‘RCFX 33625 V’ to ’ wagon ‘NCFX 33625 R’.

RCFX 33652

23.08.1996 Reclassified from wagon ‘RCFX 33652 S’ to ’ wagon ‘NCFX 33652 Y’.

RCFX 33659

Details: wagon ‘RCFX 33659 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX33659U/NCFX33659X
BSG Code: NXKI

Capacity of 51 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33659 X’

RCFX 33674

Details: wagon ‘RCFX 33674 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
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Intended Use: STEEL COIL
Remarks: EX NCFX 33674 C
BSG Code: NXKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCFX 33674 C’

2.619 Wagon classification starting with ‘RCG’

RCGF 31810

Details: wagon ‘RCGF 31810 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RCGX 31810T—EX NCGX 31810 P
BSG Code: NSFI

Capacity of 61 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCGX 31810 T’

RCGF 31825

Details: wagon ‘RCGF 31825 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCGX 31825 W-EX RCGF 31825 D
BSG Code: NXFI

Capacity of 61 tonnes

Fleet Grp Code: AG UC UZ CN
Return to Service Date: 17.04.1991

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCGX 31825 D’

RCGF 31833

Details: wagon ‘RCGF 31833 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RCGX 31833 Q—EX NCGX 31833 M
BSG Code: NSOZ

Capacity of 56 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCGX 31833 Q’

RCGF 31849

Details: wagon ‘RCGF 31849 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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2.619. Wagon classification starting with ‘RCG’

Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCGX 31849 J
BSG Code: NSFZ

Capacity of 61 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCGX 31849 J’

RCGF 31873

Details: wagon ‘RCGF 31873 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCGX 31873 V-EX RCGF 31873 C
BSG Code: NSFI

Capacity of 61 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCGX 31873 C’

RCGX 31803

Details: wagon ‘RCGX 31803 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOEF 31803 D
BSG Code: NSOZ

Capacity of 61 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31803 D’

RCGX 31804

Details: wagon ‘RCGX 31804 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOEF 31804 M
BSG Code: NSOZ

Capacity of 61 tonnes

23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31804 M’

RCGX 31810

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31810 P’
11.05.1995 Reclassified from wagon ‘RCGX 31810 T’ to ’ wagon ‘RCGF 31810 Q’.

RCGX 31825

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31825 W’
11.05.1995 Reclassified from wagon ‘RCGX 31825 D’ to ’ wagon ‘RCGF 31825 A’.
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2.619. Wagon classification starting with ‘RCG’

RCGX 31833

06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31833 M’
11.05.1995 Reclassified from wagon ‘RCGX 31833 Q’ to ’ wagon ‘RCGF 31833 N’.

RCGX 31848

Details: wagon ‘RCGX 31848 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM EX NOEF 31848 L
BSG Code: NSOZ

Capacity of 56 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31848 L’

RCGX 31849

11.05.1995 Reclassified from wagon ‘RCGX 31849 J’ to ’ wagon ‘RCGF 31849 G’.

RCGX 31853

Details: wagon ‘RCGX 31853 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
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Remarks: EX NCGX 31853 F
BSG Code: NSFZ

Capacity of 61 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31853 F’

RCGX 31858

Details: wagon ‘RCGX 31858 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCGX 31858 E
BSG Code: NSFI

Capacity of 61 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31858 E’

RCGX 31862

Details: wagon ‘RCGX 31862 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
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2.619. Wagon classification starting with ‘RCG’

BSG Code: NSOZ

Capacity of 56 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31862 T’

RCGX 31863

Details: wagon ‘RCGX 31863 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCGX 31863 N
BSG Code: NSFI

Capacity of 61 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31863 N’

RCGX 31869

Details: wagon ‘RCGX 31869 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NOEF
BSG Code: NSOZ
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Capacity of 56 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31869 N’

RCGX 31873

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31873 V’
11.05.1995 Reclassified from wagon ‘RCGX 31873 C’ to ’ wagon ‘RCGF 31873 W’.

RCGX 31879

Details: wagon ‘RCGX 31879 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 15tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOEF 31879 / NCGX 31879 G
BSG Code: NSFI

Capacity of 61 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCGX 31879 G’

2.620 Wagon classification starting with ‘RCI’

RCIX 14512

Details: wagon ‘RCIX 14512 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
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2.620. Wagon classification starting with ‘RCI’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKIF 14512 Q
BSG Code: NXKQ

Capacity of 52 tonnes

Capacity of 58 tonnes

Fleet Grp Code: UZ AE UK CN
Return to Service Date: 25.10.1988
Cont Connector Type:] P
Cont Max Slots: 2

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKIF 14512 Q’

RCIX 14514

Details: wagon ‘RCIX 14514 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQIX 14514 D
Wagon Width: 2450mm
BSG Code: NXQQ

Capacity of 52 tonnes

Fleet Grp Code: RZ AE RB
Return to Service Date: 08.05.1990
Cont Connector Type:] P
Cont Max Slots: 2

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14514 D’
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RCIX 14816

Details: wagon ‘RCIX 14816 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NQIX 14816 T
BSG Code: NXQZ

Capacity of 58 tonnes

Fleet Grp Code: AE RZ RB
Return to Service Date: 09.10.1987
Cont Connector Type:] P
Cont Max Slots: 2

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 14816 T’

RCIX 14823

Details: wagon ‘RCIX 14823 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKIF 14823 X
BSG Code: NXKZ

Capacity of 52 tonnes
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2.620. Wagon classification starting with ‘RCI’

Fleet Grp Code: UZ AE UK CN
Return to Service Date: 04.01.1988
Cont Connector Type:] P
Cont Max Slots: 2

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKIF 14823 X’

RCIX 22103

Details: wagon ‘RCIX 22103 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQIX—EX NKIF 22103 F
BSG Code: NXKQ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UK CN
Cont Connector Type:] P
Cont Max Slots: 2

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKIF 22103 F’

RCIX 22126

Details: wagon ‘RCIX 22126 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: STEEL BULK
Remarks: EX NQIX 22126 R
BSG Code: NXQZ

Capacity of 52 tonnes

Fleet Grp Code: AE RZ RB
Return to Service Date: 18.05.1987
Cont Connector Type:] P
Cont Max Slots: 2

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIX 22126 R’

RCIX 22134

Details: wagon ‘RCIX 22134 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 22134 H / NKIF 22134 P
BSG Code: NXQZ

Capacity of 52 tonnes

Fleet Grp Code: AE RZ RB CN
Return to Service Date: 12.03.1990
Cont Connector Type:] P
Cont Max Slots: 2

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKIF 22134 P’

RCIX 22145

Details: wagon ‘RCIX 22145 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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2.620. Wagon classification starting with ‘RCI’

Length Over Headstocks: 13.7m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NQIX22145B/NKIF22145J
BSG Code: NXKZ

Capacity of 52 tonnes

Fleet Grp Code: UZ UK CN AE
Return to Service Date: 15.12.1989
Cont Connector Type:] P
Cont Max Slots: 2

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKIF 22145 J’

RCIX 22161

Details: wagon ‘RCIX 22161 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIX 22161E / NKIF 22161 M
BSG Code: NXQZ

Capacity of 52 tonnes

Fleet Grp Code: AE RB CN
Cont Connector Type:] P
Cont Max Slots: 2

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKIF 22161 M’
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2.621 Wagon classification starting with ‘RCL’

RCLX 23125

16.08.1996 Reclassified from wagon ‘RCLX 23125 W’ to ’ wagon ‘NCLX 23125 S’.

RCLX 23129

16.08.1996 Reclassified from wagon ‘RCLX 23129 M’ to ’ wagon ‘NCLX 23129 X’.

RCLX 23132

Details: wagon ‘RCLX 23132 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCLX 23132 W
BSG Code: NXKZ

Capacity of 52 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCLX 23132 W’

RCLX 23136

Details: wagon ‘RCLX 23136 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCLX 23136 M
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2.622. Wagon classification starting with ‘RCM’

BSG Code: NXKI

Capacity of 52 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCLX 23136 M’

RCLX 23151

16.08.1996 Reclassified from wagon ‘RCLX 23151 K’ to ’ wagon ‘NCLX 23151 G’.

RCLX 23153

16.08.1996 Reclassified from wagon ‘RCLX 23153 F’ to ’ wagon ‘NCLX 23153 B’.

RCLX 23154

16.08.1996 Reclassified from wagon ‘RCLX 23154 Y’ to ’ wagon ‘NCLX 23154 K’.

RCLX 23158

16.08.1996 Reclassified from wagon ‘RCLX 23158 E’ to ’ wagon ‘NCLX 23158 A’.

RCLX 23160

16.08.1996 Reclassified from wagon ‘RCLX 23160 J’ to ’ wagon ‘NCLX 23160 F’.

2.622 Wagon classification starting with ‘RCM’

RCMF 20540

Details: wagon ‘RCMF 20540 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCMY 20540 G-EX RCMY 20540 K
BSG Code: NSKI

Capacity of 43 tonnes
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11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCMY 20540 K’

RCMX 20330

Details: wagon ‘RCMX 20330 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMX 20330 D
BSG Code: NXKI

Capacity of 43 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20330 D’

RCMX 20387

Details: wagon ‘RCMX 20387 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMX 20387 Y
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NXKI

Capacity of 43 tonnes
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2.622. Wagon classification starting with ‘RCM’

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20387 Y’
16.04.1992 Repair ‘VEHICLE RECLASSIFY’.
16.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20387 Y’
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NCMX 20387 Y’
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20387 Y’

RCMX 20415

Details: wagon ‘RCMX 20415 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMX 20415 Q
BSG Code: NSKI

Capacity of 43 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20415 Q’

RCMX 20456

Details: wagon ‘RCMX 20456 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMY 20456 P; EX NCMX 20456
BSG Code: NXKI

Capacity of 78 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20456 L’

RCMX 20462

Details: wagon ‘RCMX 20462 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCMX 20462 G
BSG Code: NSKI

Capacity of 43 tonnes

24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20462 G’

RCMX 20530

Details: wagon ‘RCMX 20530 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
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2.622. Wagon classification starting with ‘RCM’

Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCMX 20530 R
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 43 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20530 R’

RCMX 20567

Details: wagon ‘RCMX 20567 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY 20567 N/NCMY 20567 Q
BSG Code: NXKI

Capacity of 78 tonnes

01.06.1995 Repair ‘VEHICLE RECLASSIFY’.
01.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMX 20567 M’

RCMY 20273

Details: wagon ‘RCMY 20273 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMY 20273 N
BSG Code: NSKI

Capacity of 43 tonnes

08.10.1995 Repair ‘VEHICLE RECLASSIFY’.
08.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20273 N’

RCMY 20278

Details: wagon ‘RCMY 20278 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMY 20278 M
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20278 M’

RCMY 20429

Details: wagon ‘RCMY 20429 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMY 20429 S
BSG Code: NSKI

Capacity of 43 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20429 S’

RCMY 20449

Details: wagon ‘RCMY 20449 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMY 20449 L
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20449 L’

RCMY 20457

Details: wagon ‘RCMY 20457 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL BULK
Remarks: EX NODY 20457 V-EX NCMY 20457 F
BSG Code: NSKI

Capacity of 43 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20457 B’

RCMY 20479

Details: wagon ‘RCMY 20479 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY / NCMY
BSG Code: NSKI

Capacity of 57.7 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20479 M’

RCMY 20486

Details: wagon ‘RCMY 20486 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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Remarks: EX NODY/NCMY
BSG Code: NSKI

Capacity of 43 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20486 Q’

RCMY 20512

Details: wagon ‘RCMY 20512 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCMY 20512 A
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20512 A’

RCMY 20540

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20540 G’
11.05.1995 Reclassified from wagon ‘RCMY 20540 K’ to ’ wagon ‘RCMF 20540 D’.

RCMY 20557

Details: wagon ‘RCMY 20557 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCMY 20557 M
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20557 X’

RCMY 20569

Details: wagon ‘RCMY 20569 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCMY 20569 P
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20569 L’

RCMY 20577

Details: wagon ‘RCMY 20577 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCMY 20577 B
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20577 B’

RCMY 20920

Details: wagon ‘RCMY 20920 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCMY 20920 S
BSG Code: NSKI

Capacity of 43 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCMY 20920 S’

2.623 Wagon classification starting with ‘RCN’

RCNF 31663

Details: wagon ‘RCNF 31663 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCNX 31663
BSG Code: NXKZ

Capacity of 52 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31663 B’

RCNF 31665

Details: wagon ‘RCNF 31665 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCNX 31665 L
BSG Code: NXFI

Capacity of 52 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31665 T’

RCNF 31667

Details: wagon ‘RCNF 31667 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCNX-EX RCNX 31667 Y
BSG Code: NXKZ

Capacity of 52 tonnes

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31667 Y’

RCNF 31674

Details: wagon ‘RCNF 31674 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCNX 31674 S
BSG Code: NXFI

Capacity of 52 tonnes

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31674 S’

RCNF 31905

Details: wagon ‘RCNF 31905 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31905 H-EX RCNX 31905 P
BSG Code: NXFI

Capacity of 54 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31905 H’

RCNF 31906

Details: wagon ‘RCNF 31906 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31906 U-EX RCNX 31906 B
BSG Code: NXKZ

Capacity of 52 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31906 B’

RCNF 31921

Details: wagon ‘RCNF 31921 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31921 Y RCNX 31921 S
BSG Code: NXKI

Capacity of 52 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCNX 31921 S’

RCNX 23148

99.99.9999 Reclassified from wagon ‘RCNX 23148 C’ to ’ wagon ‘NCNX 23148 V’.

RCNX 31662

Details: wagon ‘RCNX 31662 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31662 H
BSG Code: NXFI

Capacity of 52 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31662 H’

RCNX 31663

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31663 U’
13.05.1995 Reclassified from wagon ‘RCNX 31663 B’ to ’ wagon ‘RCNF 31663 V’.

RCNX 31664

16.08.1996 Reclassified from wagon ‘RCNX 31664 K’ to ’ wagon ‘NCNX 31664 G’.
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RCNX 31665

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31665 L’
13.05.1995 Reclassified from wagon ‘RCNX 31665 T’ to ’ wagon ‘RCNF 31665 Q’.

RCNX 31666

Details: wagon ‘RCNX 31666 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCNX 31666 B
BSG Code: NXKZ

Capacity of 52 tonnes

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31666 B’

RCNX 31667

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31667 K’
12.05.1995 Reclassified from wagon ‘RCNX 31667 Y’ to ’ wagon ‘RCNF 31667 L’.

RCNX 31668

Details: wagon ‘RCNX 31668 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31668 T
BSG Code: NXKZ

Capacity of 52 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31668 T’

RCNX 31669

16.08.1996 Reclassified from wagon ‘RCNX 31669 J’ to ’ wagon ‘NCNX 31669 F’.

RCNX 31670

16.08.1996 Reclassified from wagon ‘RCNX 31670 F’ to ’ wagon ‘NCNX 31670 B’.

RCNX 31671

Details: wagon ‘RCNX 31671 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31671 K
BSG Code: NXKI

Capacity of 52 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31671 K’

RCNX 31672

Details: wagon ‘RCNX 31672 A’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31672 T
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31672 T’

RCNX 31673

16.08.1996 Reclassified from wagon ‘RCNX 31673 J’ to ’ wagon ‘NCEX 31673 B’.

RCNX 31674

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31674 K’
12.09.1995 Reclassified from wagon ‘RCNX 31674 S’ to ’ wagon ‘RCNF 31674 P’.

RCNX 31675

Details: wagon ‘RCNX 31675 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31675 A
BSG Code: NXKI

Capacity of 52 tonnes
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27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31675 A’

RCNX 31676

16.08.1996 Reclassified from wagon ‘RCNX 31676 N’ to ’ wagon ‘NCNX 31676 J’.

RCNX 31677

Details: wagon ‘RCNX 31677 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31677 Y
BSG Code: NXFI

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31677 Y’

RCNX 31678

16.08.1996 Reclassified from wagon ‘RCNX 31678 X’ to ’ wagon ‘NCNX 31678 E’.

RCNX 31679

Details: wagon ‘RCNX 31679 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31679 J
BSG Code: NXFI

Capacity of 52 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31679 J’

RCNX 31680

Details: wagon ‘RCNX 31680 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31680 J
BSG Code: NXFI

Capacity of 54 tonnes

25.03.1995 Repair ‘VEHICLE RECLASSIFY’.
25.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31680 F’

RCNX 31901

16.08.1996 Reclassified from wagon ‘RCNX 31901 C’ to ’ wagon ‘NCNX 31901 V’.

RCNX 31902

Details: wagon ‘RCNX 31902 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31902 H
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31902 H’

RCNX 31903

Details: wagon ‘RCNX 31903 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31903 Q / NCEX 31903 M
BSG Code: NXFI

Capacity of 54 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31903 M’

RCNX 31904

Details: wagon ‘RCNX 31904 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31904 V
BSG Code: NXFI

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31904 V’

RCNX 31906

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31906 U’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Reclassified from wagon ‘RCNX 31906 B’ to ’ wagon ‘RCNF 31906 V’.

RCNX 31907

16.08.1996 Reclassified from wagon ‘RCNX 31907 K’ to ’ wagon ‘NCEX 31907 C’.

RCNX 31908

Details: wagon ‘RCNX 31908 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCNX
BSG Code: NXKZ

Capacity of 56 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31908 P’
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RCNX 31910

Details: wagon ‘RCNX 31910 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31910 U
BSG Code: NXKI

Capacity of 52 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31910 U’

RCNX 31911

16.08.1996 Reclassified from wagon ‘RCNX 31911 K’ to ’ wagon ‘NCNX 31911 G’.

RCNX 31912

16.08.1996 Reclassified from wagon ‘RCNX 31912 T’ to ’ wagon ‘NCNX 31912 P’.

RCNX 31913

16.08.1996 Reclassified from wagon ‘RCNX 31913 F’ to ’ wagon ‘NCNX 31913 B’.

RCNX 31914

Details: wagon ‘RCNX 31914 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: X RCNX
BSG Code: NXKZ

Capacity of 52 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31914 K’

RCNX 31915

Details: wagon ‘RCNX 31915 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCNX 31915 T
BSG Code: NXKZ

Capacity of 52 tonnes

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31915 T’

RCNX 31916

Details: wagon ‘RCNX 31916 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL

12084



2.623. Wagon classification starting with ‘RCN’

Remarks: EX NCNX 31916 F
BSG Code: NXKI

Capacity of 52 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31916 F’

RCNX 31917

16.08.1996 Reclassified from wagon ‘RCNX 31917 S’ to ’ wagon ‘NCNX 31917 Y’.

RCNX 31918

16.08.1996 Reclassified from wagon ‘RCNX 31918 E’ to ’ wagon ‘NCEX 31918 T’.

RCNX 31919

16.08.1996 Reclassified from wagon ‘RCNX 31919 N’ to ’ wagon ‘NCNX 31919 J’.

RCNX 31920

Details: wagon ‘RCNX 31920 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCNX 31920 F
BSG Code: NXKZ

Capacity of 52 tonnes

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31920 F’

RCNX 31921

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCNX 31921 Y’
11.05.1995 Reclassified from wagon ‘RCNX 31921 S’ to ’ wagon ‘RCNF 31921 P’.
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RCNX 31922

16.08.1996 Reclassified from wagon ‘RCNX 31922 E’ to ’ wagon ‘NCNX 31922 A’.

RCNX 31923

Details: wagon ‘RCNX 31923 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31923 F
Wagon Width: 2934mm
BSG Code: NXFI

Capacity of 52 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31923 F’

RCNX 31924

Details: wagon ‘RCNX 31924 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCNX 31924 S, NCEX 31924 Y
BSG Code: NXFI

Capacity of 54 tonnes

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
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25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NCEX 31924 Y’

RCNX 31925

16.08.1996 Reclassified from wagon ‘RCNX 31925 X’ to ’ wagon ‘NCEX 31925 A’.

RCNX 31926

16.08.1996 Reclassified from wagon ‘RCNX 31926 R’ to ’ wagon ‘NCEX 31926 J’.

RCNX 31927

Details: wagon ‘RCNX 31927 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31927 S
Wagon Width: 2934mm
BSG Code: NXFI

Capacity of 52 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31927 S’

RCNX 31928

16.08.1996 Reclassified from wagon ‘RCNX 31928 M’ to ’ wagon ‘NCNX 31928 X’.

RCNX 31929

Details: wagon ‘RCNX 31929 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCEX 31929 N
BSG Code: NXFI

Capacity of 52 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCEX 31929 N’

RCNX 31930

16.08.1996 Reclassified from wagon ‘RCNX 31930 R’ to ’ wagon ‘NCEX 31930 J’.

2.624 Wagon classification starting with ‘RCO’

RCOF 20222

Details: wagon ‘RCOF 20222 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20222 W NCOF20222
BSG Code: NSKI

Capacity of 55 tonnes

07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20222 J’

RCOF 20235

Details: wagon ‘RCOF 20235 C’ in AN ‘Mainland Division’.

Owner: NRC
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2.624. Wagon classification starting with ‘RCO’

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY20235T/NCOF20235V
BSG Code: NSKZ

Capacity of 55 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20235 V’

RCOF 20375

Details: wagon ‘RCOF 20375 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20375 M-EX NCOF 20375 Y
BSG Code: NSKI

Capacity of 54 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20375 Y’

RCOF 20466

Details: wagon ‘RCOF 20466 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20466U-EX RCOF 20466 D
BSG Code: NSKZ

Capacity of 55 tonnes

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20466 W’

RCOF 20473

Details: wagon ‘RCOF 20473 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCOF 20473 D
BSG Code: NSKI

Capacity of 55 tonnes

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20473 D’
06.10.1995 Repair ‘VEHICLE COMPLETE’.

RCOF 20526

Details: wagon ‘RCOF 20526 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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2.624. Wagon classification starting with ‘RCO’

Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20526S
BSG Code: NSKZ

Capacity of 55 tonnes

07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20526 U’

RCOF 20538

Details: wagon ‘RCOF 20538 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY20538V/NCOF20538A
BSG Code: NSKZ

Capacity of 55 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20538 A’

RCOF 20573

Details: wagon ‘RCOF 20573 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCOF 20573 K
BSG Code: NSKZ

Capacity of 55 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20573 K’

RCOF 20579

Details: wagon ‘RCOF 20579 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCOF 20579 S
BSG Code: NSKZ

Capacity of 55 tonnes

14.07.1995 Repair ‘VEHICLE RECLASSIFY’.
14.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20579 S’

RCOF 20867

Details: wagon ‘RCOF 20867 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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2.624. Wagon classification starting with ‘RCO’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20867L/NCOF20867N
BSG Code: NSKI

Capacity of 54 tonnes

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20867 N’

RCOF 20887

Details: wagon ‘RCOF 20887 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY20887E/NCOF20887G
BSG Code: NSKI

Capacity of 54 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20887 G’

RCOF 20902

Details: wagon ‘RCOF 20902 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCOF 20902 T
BSG Code: NSKI

Capacity of 54 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20902 T’

RCOF 20913

Details: wagon ‘RCOF 20913 R’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20913 L / NCOF 20913 N
BSG Code: NSKI

Capacity of 55 tonnes

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20913 N’

RCOF 20919

Details: wagon ‘RCOF 20919 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.624. Wagon classification starting with ‘RCO’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCOF 20919 V
BSG Code: NSKI

Capacity of 54 tonnes

21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20919 V’

RCOF 20930

Details: wagon ‘RCOF 20930 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCOF 20930 C
BSG Code: NSKZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20930 C’

RCOF 20932

Details: wagon ‘RCOF 20932 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: X NODY
BSG Code: NSKI

Capacity of 54 tonnes

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20932 U’

2.625 Wagon classification starting with ‘RCP’

RCPF 31802

Details: wagon ‘RCPF 31802 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCPF 31802 D
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31802 D’

RCPF 31805

Details: wagon ‘RCPF 31805 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.625. Wagon classification starting with ‘RCP’

Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCPF 31805 H
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31805 H’

RCPF 31820

Details: wagon ‘RCPF 31820 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCPF 31820 B
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31820 B’

RCPF 31823

Details: wagon ‘RCPF 31823 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCPF 31823 F
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31823 F’

RCPF 31831

Details: wagon ‘RCPF 31831 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOEF 31831 J
BSG Code: NSOZ

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31831 J’

RCPF 31832

Details: wagon ‘RCPF 31832 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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2.625. Wagon classification starting with ‘RCP’

Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCPF 31832 E
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31832 E’

RCPF 31838

Details: wagon ‘RCPF 31838 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOEF 31838 D
BSG Code: NSOZ

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOEF 31838 D’

RCPF 31842

Details: wagon ‘RCPF 31842 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: STEEL BULK
Remarks: EX NCPF 31842 M
BSG Code: NSKI

Capacity of 51 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31842 M’

RCPF 31857

Details: wagon ‘RCPF 31857 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCPF 31857 T
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31857 T’

RCPF 31865

Details: wagon ‘RCPF 31865 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
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2.625. Wagon classification starting with ‘RCP’

Remarks: EX NCPF 31865 J
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31865 J’

RCPF 31882

Details: wagon ‘RCPF 31882 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCPF 31882 V
BSG Code: NSKI

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31882 V’

RCPF 31883

Details: wagon ‘RCPF 31883 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCPF 31883 H
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: NSKZ

Capacity of 51 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCPF 31883 H’

2.626 Wagon classification starting with ‘RCQ’

RCQF 20208

Details: wagon ‘RCQF 20208 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQF 20208 H
BSG Code: NKKI

Capacity of 54 tonnes

17.06.1991 Repair ‘VEHICLE RECLASSIFY’.
17.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20208 H’
23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20208 H’
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20208 H’

RCQF 20213

Details: wagon ‘RCQF 20213 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
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2.626. Wagon classification starting with ‘RCQ’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20213X / NCQX 20213T / RCQX20213
BSG Code: NSKI

Capacity of 78 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20213 A’

RCQF 20216

Details: wagon ‘RCQF 20216 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY20216M/NCQX20216A
BSG Code: NXKI

Capacity of 78 tonnes

27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20216 A’

RCQF 20217

Details: wagon ‘RCQF 20217 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20217 C; EX RKHY 20217 G
BSG Code: NSKI

Capacity of 54 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20217 G’
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20217 G’

RCQF 20237

Details: wagon ‘RCQF 20237 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCOF 20237 Q
BSG Code: NSKI

Capacity of 54 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCOF 20237 Q’

RCQF 20242

Details: wagon ‘RCQF 20242 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
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2.626. Wagon classification starting with ‘RCQ’

Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20242A / NCQX 20242 L / RQCX
BSG Code: NSKI

Capacity of 78 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20242 P’

RCQF 20245

Details: wagon ‘RCQF 20245 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20245 W, EX NKJY 20245Y / RKJY
BSG Code: NSKI

Capacity of 54 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20245 S’

RCQF 20260

Details: wagon ‘RCQF 20260 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20260Q/NKJY20260X/RKJY20260M
BSG Code: NSKZ

Capacity of 54 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20260 M’

RCQF 20267

Details: wagon ‘RCQF 20267 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NODY 20267P /NCQX 20267D /RCQX 20267H
BSG Code: NSKZ

Capacity of 54 tonnes

27.07.1991 Repair ‘VEHICLE RECLASSIFY’.
27.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20267 H’
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20267 H’
12.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20267 H’

RCQF 20275

Details: wagon ‘RCQF 20275 R’ in AN ‘Mainland Division’.
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2.626. Wagon classification starting with ‘RCQ’

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20275 J; EX RKHY 20275N
BSG Code: NSKZ

Capacity of 54 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20275 N’
08.01.1997 Repair ‘VEHICLE RECLASSIFY’.
08.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20275 N’

RCQF 20291

Details: wagon ‘RCQF 20291 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20291 T / RCQX 20291 A
BSG Code: NSKZ

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20291 A’
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RCQF 20292

Details: wagon ‘RCQF 20292 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20292 / RKHY 20292 C
BSG Code: NSOZ

Capacity of 54 tonnes

29.01.1997 Repair ‘VEHICLE RECLASSIFY’.
29.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20292 R’

RCQF 20296

Details: wagon ‘RCQF 20296 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20296 / NKJY20296/RKJY 20296 V
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20296 V’

12108



2.626. Wagon classification starting with ‘RCQ’

RCQF 20312

Details: wagon ‘RCQF 20312 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY PROG. X NODY20321G/RCQX20312S
BSG Code: NSOZ

Capacity of 54 tonnes

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20312 V’

RCQF 20318

Details: wagon ‘RCQF 20318 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NKHY20318Y / NKDY20318G / RKHY20318W
BSG Code: NSKZ

Capacity of 54 tonnes

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20318 W’
28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
28.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20318 W’
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RCQF 20334

Details: wagon ‘RCQF 20334 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RCQX 20334 J
BSG Code: NSKZ

Capacity of 54 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20334 F’

RCQF 20336

Details: wagon ‘RCQF 20336 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20336M / NKDY20336E / RKHY20336U
BSG Code: NSKI

Capacity of 54 tonnes

25.03.1990 Repair ‘VEHICLE RECLASSIFY’.
25.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20336 U’
28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
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28.11.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RKHY 20336 U’

28.11.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RKHY 20336 U’

RCQF 20342

Details: wagon ‘RCQF 20342 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY 20342 H—EX NCQX 20342 S
BSG Code: NXKI

Capacity of 54 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20342 S’

RCQF 20343

Details: wagon ‘RCQF 20343 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY20343/NKJY20343D/RKJY20343H
BSG Code: NSKI

Capacity of 54 tonnes
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24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20343 H’

RCQF 20345

Details: wagon ‘RCQF 20345 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY20345L/NCQX20345W / RCQX 20345 D
BSG Code: NSKZ

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20345 D’

RCQF 20354

Details: wagon ‘RCQF 20354 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQF 20354 S
BSG Code: NSKI

Capacity of 54 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NCQF 20354 S’

RCQF 20360

Details: wagon ‘RCQF 20360 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQX 20360 Q
BSG Code: NSKI

Capacity of 54 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20360 Q’

RCQF 20369

Details: wagon ‘RCQF 20369 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQX 20369 / RCQX 20369 J
BSG Code: NSKI

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20369 J’
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RCQF 20371

Details: wagon ‘RCQF 20371 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20371 K / RCQX 20371 Y
BSG Code: NXKI

Capacity of 78 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20371 Y’

RCQF 20377

Details: wagon ‘RCQF 20377 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCQX 20377 H—EX NCQX 20377 S
BSG Code: NXKI

Capacity of 54 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20377 W’
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RCQF 20382

Details: wagon ‘RCQF 20382 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKJY 20382 H, EX RKLY 20382N
BSG Code: NSKZ

Capacity of 54 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20382 N’
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKLY 20382 N’
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20382 N’

RCQF 20390

Details: wagon ‘RCQF 20390 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NODY/NKHY 20390; EX RKHY20390Y
BSG Code: NSOZ

Capacity of 54 tonnes
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26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20390 Y’
24.03.1997 Repair ‘VEHICLE RECLASSIFY’.
24.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20390 Y’

RCQF 20418

Details: wagon ‘RCQF 20418 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY20418 / NKHY20418C / RKHY 20418 G
BSG Code: NSKI

Capacity of 54 tonnes

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20418 G’
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20418 G’

RCQF 20426

Details: wagon ‘RCQF 20426 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
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Remarks: EX NCQX20426W/RCQX20426D
BSG Code: NXKI

Capacity of 78 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20426 D’
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20426 D’

RCQF 20432

Details: wagon ‘RCQF 20432 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY20432Q/RKJY20432U, EX RKLY20432D
BSG Code: NSKI

Capacity of 54 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20432 D’
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKLY 20432 D’
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20432 D’

RCQF 20438

Details: wagon ‘RCQF 20438 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCQX—EX NKJY 20438 B
BSG Code: NSKZ

Capacity of 54 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20438 B’

RCQF 20441

Details: wagon ‘RCQF 20441 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20441 F / RCQX 20441 U
BSG Code: NSOZ

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20441 U’

RCQF 20442

Details: wagon ‘RCQF 20442 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOJY20442J/NKJY20442/RKJY20442F
BSG Code: NSKI

Capacity of 54 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20442 F’

RCQF 20463

Details: wagon ‘RCQF 20463 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQF 20463 B
BSG Code: NSKZ

Capacity of 54 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20463 B’

RCQF 20467

Details: wagon ‘RCQF 20467 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCQX 20467 V—EX RCQX 20467 R
BSG Code: NXKI

Capacity of 54 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20467 V’

RCQF 20470

Details: wagon ‘RCQF 20470 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20470 P /NKJY 20470 H
BSG Code: NSKI

Capacity of 54 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20470 H’

RCQF 20475

Details: wagon ‘RCQF 20475 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCQX 20475 H / RCQX 20475 L
BSG Code: NSKZ

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20475 L’

RCQF 20485

Details: wagon ‘RCQF 20485 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20485E / NKHY20485X / RKHY20485M
BSG Code: NSKI

Capacity of 54 tonnes

30.09.1995 Repair ‘VEHICLE RECLASSIFY’.
30.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20485 M’
28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
28.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20485 M’

RCQF 20489

Details: wagon ‘RCQF 20489 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 24.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20489R; EX NCQF; NCQX 20489
BSG Code: NSKI

Capacity of 78 tonnes

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20489 F’

RCQF 20493

Details: wagon ‘RCQF 20493 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NODY/NKHY 20493, EX RKHY 20493C
BSG Code: NSOZ

Capacity of 54 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20493 C’
29.01.1997 Repair ‘VEHICLE RECLASSIFY’.
29.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20493 C’

RCQF 20500

Details: wagon ‘RCQF 20500 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKJY 20500
BSG Code: NSKI

Capacity of 54 tonnes

01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20500 E’

RCQF 20514

Details: wagon ‘RCQF 20514 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQF 20514
BSG Code: NSKZ

Capacity of 78 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20514 A’

RCQF 20528

Details: wagon ‘RCQF 20528 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
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Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20528 N
BSG Code: NSOZ

Capacity of 54 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20528 N’

RCQF 20531

Details: wagon ‘RCQF 20531 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20531 X; EX RKHY 20531 M
BSG Code: NSKZ

Capacity of 54 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20531 M’
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20531 M’

RCQF 20545

Details: wagon ‘RCQF 20545 Y’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQF 20545 K
BSG Code: NSOZ

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20545 K’

RCQF 20552

Details: wagon ‘RCQF 20552 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RKJY 20552 U
BSG Code: NSKZ

Capacity of 54 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20552 U’

RCQF 20558

Details: wagon ‘RCQF 20558 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKJY 20558
BSG Code: NSKI

Capacity of 54 tonnes

01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20558 F’

RCQF 20587

Details: wagon ‘RCQF 20587 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NODY 20587G—EX NCQX 20587 R
BSG Code: NSKZ

Capacity of 54 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20587 R’

RCQF 20594

Details: wagon ‘RCQF 20594 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.2m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKJY 20594 B
BSG Code: NSKI

Capacity of 54 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20594 B’

RCQF 20595

Details: wagon ‘RCQF 20595 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20595 A / RKHY 20595 E
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20595 E’
28.11.1996 Repair ‘VEHICLE RECLASSIFY’.
28.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20595 E’

RCQF 20603

Details: wagon ‘RCQF 20603 R’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20603F/NKHY20603;EX RKHY 20603N
BSG Code: NSKI

Capacity of 54 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20603 N’
08.01.1997 Repair ‘VEHICLE RECLASSIFY’.
08.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20603 N’

RCQF 20606

Details: wagon ‘RCQF 20606 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20606 U
BSG Code: NXKI

Capacity of 54 tonnes

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20606 U’
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RCQF 20807

Details: wagon ‘RCQF 20807 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RKJY20807/NCCY2080F/NKJY20807/EX RKLY
BSG Code: NSKI

Capacity of 54 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20807 G’
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20807 G’

RCQF 20818

Details: wagon ‘RCQF 20818 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20818 H / RKHY 20818 L
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes
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31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20818 L’
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20818 L’

RCQF 20832

Details: wagon ‘RCQF 20832 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQX 20832 W
BSG Code: NSKI

Capacity of 78 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20832 W’

RCQF 20836

Details: wagon ‘RCQF 20836 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOJY20836T/NKJY20836/RKJY20836P
BSG Code: NSKI
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Capacity of 54 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20836 P’

RCQF 20848

Details: wagon ‘RCQF 20848 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RCQX 20848
BSG Code: NSKZ

Capacity of 54 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20848 T’

RCQF 20850

Details: wagon ‘RCQF 20850 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQF 20850
BSG Code: NSKI

Capacity of 78 tonnes
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31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20850 R’

RCQF 20852

Details: wagon ‘RCQF 20852 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY 20852 E—EX NCQX 20852 P
BSG Code: NXKI

Capacity of 54 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20852 P’

RCQF 20853

Details: wagon ‘RCQF 20853 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NODY 20853 N—EX NCQX 20853 B
BSG Code: NSKZ

Capacity of 54 tonnes

06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NCQX 20853 B’

RCQF 20858

Details: wagon ‘RCQF 20858 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20858 A-EX RCQX 20858 E
BSG Code: NSKI

Capacity of 54 tonnes

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20858 E’

RCQF 20863

Details: wagon ‘RCQF 20863 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20863V / NCQX20863
BSG Code: NSKI

Capacity of 78 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20863 J’

12133



2. TIMS GROUP INFORMATION - WAGONS

RCQF 20872

Details: wagon ‘RCQF 20872 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20872 U
BSG Code: NSOZ

Capacity of 54 tonnes

06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20872 U’

RCQF 20877

Details: wagon ‘RCQF 20877 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 27.01.1988
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20877 H
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NXKI

Capacity of 78 tonnes

11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20877 H’
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25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20877 H’
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20877 H’

RCQF 20878

Details: wagon ‘RCQF 20878 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20878
BSG Code: NXKI

Capacity of 78 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20878 Q’

RCQF 20908

Details: wagon ‘RCQF 20908 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKJY 20908 Q
BSG Code: NSKI
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Capacity of 54 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20908 Q’

RCQF 20925

Details: wagon ‘RCQF 20925 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20925/NKHY20925S, EX RKHY 20925W
BSG Code: NSKI

Capacity of 54 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20925 W’
24.03.1997 Repair ‘VEHICLE RECLASSIFY’.
24.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20925 W’

RCQF 20935

Details: wagon ‘RCQF 20935 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20935/NKJY20935/RKJY20935/EX RKLY
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BSG Code: NSKI

Capacity of 56 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20935 T’
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RKLY 20935 T’
10.02.1997 Repair ‘VEHICLE RECLASSIFY’.
10.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 20935 T’

RCQF 20944

Details: wagon ‘RCQF 20944 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20944 V; EX RKHY 20944 G
BSG Code: NSOZ

Capacity of 54 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20944 G’
08.01.1997 Repair ‘VEHICLE RECLASSIFY’.
08.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20944 G’

RCQF 20974

Details: wagon ‘RCQF 20974 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20974 K
BSG Code: NXKI

Capacity of 54 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20974 K’

RCQF 20982

Details: wagon ‘RCQF 20982 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCQX 20982 A / RCQX 20982 E
BSG Code: NSKZ

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20982 E’

RCQF 20988

Details: wagon ‘RCQF 20988 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20988 / NKHY20988 / RKHY 20988 F
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20988 F’
03.04.1997 Repair ‘VEHICLE RECLASSIFY’.
03.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20988 F’

RCQF 20993

Details: wagon ‘RCQF 20993 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: RCQX20993
BSG Code: NXKI

Capacity of 78 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQX 20993 V’

RCQF 20994

Details: wagon ‘RCQF 20994 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCQX 20994 D—EX NCQF 20994 A
BSG Code: NSKZ

Capacity of 78 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQF 20994 A’

RCQF 85156

Details: wagon ‘RCQF 85156 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKJY85156P/RKJY85156T; EX RCQY 85156B
BSG Code: NSKI

Capacity of 54 tonnes

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCQY 85156 B’

RCQF 85161

Details: wagon ‘RCQF 85161 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: BULK STEEL WAGON NKJY/RKJY
BSG Code: NSKI

Capacity of 54 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85161 B’

RCQF 85162

Details: wagon ‘RCQF 85162 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKJY85162K/RKJY85162Y
BSG Code: NSKI

Capacity of 54 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85162 Y’

RCQX 20213

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20213 T’
18.03.1995 Reclassified from wagon ‘RCQX 20213 A’ to ’ wagon ‘RCQF 20213 U’.
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RCQX 20242

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20242 L’
04.05.1995 Reclassified from wagon ‘RCQX 20242 P’ to ’ wagon ‘RCQF 20242 M’.

RCQX 20267

12.08.1996 Reclassified from wagon ‘RCQX 20267 H’ to ’ wagon ‘RCQF 20267 E’.

RCQX 20291

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20291 T’
10.05.1995 Reclassified from wagon ‘RCQX 20291 A’ to ’ wagon ‘RCQF 20291 U’.

RCQX 20312

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20312 G’
07.04.1995 Reclassified from wagon ‘RCQX 20312 V’ to ’ wagon ‘RCQF 20312 S’.

RCQX 20345

25.10.1994 Repair ‘VEHICLE RECLASSIFY’.
25.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20345 W’
10.05.1995 Reclassified from wagon ‘RCQX 20345 D’ to ’ wagon ‘RCQF 20345 A’.

RCQX 20369

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20369 F’
18.03.1995 Reclassified from wagon ‘RCQX 20369 J’ to ’ wagon ‘RCQF 20369 G’.

RCQX 20371

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20371 K’
10.05.1995 Reclassified from wagon ‘RCQX 20371 Y’ to ’ wagon ‘RCQF 20371 L’.

RCQX 20377

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20377 S’
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16.04.1995 Reclassified from wagon ‘RCQX 20377 W’ to ’ wagon ‘RCQF 20377 T’.

RCQX 20426

27.04.1995 Reclassified from wagon ‘RCQX 20426 D’ to ’ wagon ‘RCQF 20426 A’.

RCQX 20441

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20441 F’
18.03.1995 Reclassified from wagon ‘RCQX 20441 U’ to ’ wagon ‘RCQF 20441 R’.

RCQX 20467

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20467 R’
16.04.1995 Reclassified from wagon ‘RCQX 20467 V’ to ’ wagon ‘RCQF 20467 S’.

RCQX 20475

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20475 H’
18.03.1995 Reclassified from wagon ‘RCQX 20475 L’ to ’ wagon ‘RCQF 20475 X’.

RCQX 20848

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20848 P’
30.04.1995 Reclassified from wagon ‘RCQX 20848 T’ to ’ wagon ‘RCQF 20848 Q’.

RCQX 20858

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20858 A’
12.05.1995 Reclassified from wagon ‘RCQX 20858 E’ to ’ wagon ‘RCQF 20858 B’.

RCQX 20862

Details: wagon ‘RCQX 20862 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 20tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20862M—EX NCQX 20862 A
BSG Code: NSKZ

Capacity of 54 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20862 A’

RCQX 20982

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20982 A’
18.03.1995 Reclassified from wagon ‘RCQX 20982 E’ to ’ wagon ‘RCQF 20982 B’.

RCQX 20993

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20993 R’
30.04.1995 Reclassified from wagon ‘RCQX 20993 V’ to ’ wagon ‘RCQF 20993 S’.

RCQY 85156

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85156 T’
17.01.1995 Reclassified from wagon ‘RCQY 85156 B’ to ’ wagon ‘RCQF 85156 R’.

2.627 Wagon classification starting with ‘RCR’

RCRX 23121

Details: wagon ‘RCRX 23121 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23121 A
BSG Code: NXKI

Capacity of 51 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23121 A’

RCRX 23122

Details: wagon ‘RCRX 23122 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23122 J
BSG Code: NXKI

Capacity of 51 tonnes

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23122 J’

RCRX 23124

Details: wagon ‘RCRX 23124 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23124 E, EX NCLX 23124 J
BSG Code: NXKI

Capacity of 51 tonnes

10.10.1992 Repair ‘HANDRAILS’.
10.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NCRX 23124 E’
10.03.1993 Repair ‘HANDRAILS’.
10.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NCRX 23124 E’
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23124 E’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NCRX 23124 E’
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23124 E’

RCRX 23126

Details: wagon ‘RCRX 23126 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23126 W
BSG Code: NXKI

Capacity of 51 tonnes

12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23126 W’
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RCRX 23130

Details: wagon ‘RCRX 23130 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23130 W
BSG Code: NXKI

Capacity of 51 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23130 W’

RCRX 23131

Details: wagon ‘RCRX 23131 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23131 X
BSG Code: NXKI

Capacity of 51 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23131 X’
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RCRX 23133

Details: wagon ‘RCRX 23133 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23133 D
BSG Code: NXKI

Capacity of 51 tonnes

13.11.1994 Repair ‘VEHICLE RECLASSIFY’.
13.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23133 D’

RCRX 23134

Details: wagon ‘RCRX 23134 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23134 M
BSG Code: NXKI

Capacity of 51 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23134 M’
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RCRX 23135

Details: wagon ‘RCRX 23135 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23135 V
BSG Code: NXKI

Capacity of 51 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23135 V’

RCRX 23137

Details: wagon ‘RCRX 23137 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23137 Q
BSG Code: NXKI

Capacity of 51 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23137 Q’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
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RCRX 23138

Details: wagon ‘RCRX 23138 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23138 C
BSG Code: NXKI

Capacity of 51 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23138 C’

RCRX 23140

Details: wagon ‘RCRX 23140 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23140 H
BSG Code: NXKI

Capacity of 51 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23140 H’
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RCRX 23141

Details: wagon ‘RCRX 23141 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23141 Q
BSG Code: NXKI

Capacity of 51 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23141 Q’

RCRX 23142

Details: wagon ‘RCRX 23142 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23142 C
BSG Code: NXKI

Capacity of 51 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23142 C’
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RCRX 23144

Details: wagon ‘RCRX 23144 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23144 U
BSG Code: NXKI

Capacity of 51 tonnes

07.03.1995 Repair ‘VEHICLE RECLASSIFY’.
07.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23144 U’

RCRX 23145

Details: wagon ‘RCRX 23145 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX23145G
BSG Code: NXKI

Capacity of 51 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23145 G’

12152



2.627. Wagon classification starting with ‘RCR’

RCRX 23147

Details: wagon ‘RCRX 23147 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23147 B
BSG Code: NXKI

Capacity of 51 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23147 B’

RCRX 23150

Details: wagon ‘RCRX 23150 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23150 P
BSG Code: NXKI

Capacity of 51 tonnes

02.12.1994 Repair ‘VEHICLE RECLASSIFY’.
02.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23150 P’
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RCRX 23155

Details: wagon ‘RCRX 23155 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23155 Y
BSG Code: NXKI

Capacity of 51 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23155 Y’

RCRX 23156

Details: wagon ‘RCRX 23156 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCRX 23156 A
BSG Code: NXKI

Capacity of 51 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCRX 23156 A’

12154



2.628. Wagon classification starting with ‘RCS’

2.628 Wagon classification starting with ‘RCS’

RCSF 1

Details: wagon ‘RCSF 1 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 1/RCSX 1 C
BSG Code: VXKI

Capacity of 53 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 1 C’
23.05.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 2

Details: wagon ‘RCSF 2 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 2/VCSX 2 P/RCSX 2 L
BSG Code: VXKI

Capacity of 73 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 2 L’
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RCSF 3

Details: wagon ‘RCSF 3 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX3H/VCSX3B/RCSX3U
BSG Code: VXKI

Capacity of 53 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 3 U’
23.05.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 4

Details: wagon ‘RCSF 4 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCSX 4 G
BSG Code: VXKI

Capacity of 50 tonnes

23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 4 G’
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RCSF 5

Details: wagon ‘RCSF 5 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 5—EX VCSX 5 T
BSG Code: VXKI

Capacity of 23 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 5 P’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 5 P’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 5 P’

RCSF 6

Details: wagon ‘RCSF 6 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 6 VCSX 6
BSG Code: VXKI

Capacity of 53 tonnes
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28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 6 B’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
13.02.1997 Repair ‘BOGIE COMPLETE’.
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 6 B’

RCSF 7

Details: wagon ‘RCSF 7 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VDSX /VCSX 7 Y / RCSX 7 K
Wagon Width: 2571mm
BSG Code: VXKZ

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 7 K’

RCSF 9

Details: wagon ‘RCSF 9 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
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Remarks: EX VFSX; EX VCSX 9 J-EX RCSX9F
BSG Code: VXKI

Capacity of 53 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 9 F’

RCSF 10

Details: wagon ‘RCSF 10 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: RCSX 10
BSG Code: VXKI

Capacity of 53 tonnes

16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 10 B’

RCSF 11

Details: wagon ‘RCSF 11 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX11/VCSX11Y/RCSX11K
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BSG Code: VXKI

Capacity of 53 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 11 K’
24.05.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 12

Details: wagon ‘RCSF 12 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX12/VCSX12A/RCSX 12 T
BSG Code: VXKI

Capacity of 54 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 12 T’

RCSF 13

Details: wagon ‘RCSF 13 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 13/VCSX 13 J/RCSX 13 F
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BSG Code: VXKI

Capacity of 53 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 13 F’

RCSF 14

Details: wagon ‘RCSF 14 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 14 S / RCSX 14 Y
BSG Code: VXKI

Capacity of 53 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 14 Y’
24.05.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 15

Details: wagon ‘RCSF 15 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 15 / VCSX 15 E / RCSX 15 A
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BSG Code: VXKI

Capacity of 73 tonnes

17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 15 A’

RCSF 16

Details: wagon ‘RCSF 16 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
BSG Code: VXKI

Capacity of 51 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 16 J’
26.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 16 J’
02.04.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 16 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
28.06.1995 Repair ‘VEHICLE RECLASSIFY’.
28.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 16 J’

RCSF 17

Details: wagon ‘RCSF 17 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: X VFSX 17 / VCSX 17 W / RCSX 17 S
BSG Code: VXKI

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 17 S’

RCSF 18

Details: wagon ‘RCSF 18 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 18 X
BSG Code: VXKI

Capacity of 53 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 18 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.
30.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 18 E’

RCSF 19

Details: wagon ‘RCSF 19 K’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 19 / VCSX 19 /RCSX 19 N
BSG Code: VXKI

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 19 N’

RCSF 20

Details: wagon ‘RCSF 20 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX—EX VCSX 20 N
BSG Code: VXKI

Capacity of 73 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 20 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Parkes’ with a previous code of wagon ‘RCSX 20 J’
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RCSF 21

Details: wagon ‘RCSF 21 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 21; EX VCSX 21 W.-EX RCSX21S
BSG Code: VXKI

Capacity of 53 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 21 S’

RCSF 22

Details: wagon ‘RCSF 22 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 22 X-EX RCSX22E
BSG Code: VXKI

Capacity of 53 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 22 E’
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RCSF 23

Details: wagon ‘RCSF 23 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX23/VCSX23R
BSG Code: VXKI

Capacity of 53 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 23 N’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 23 N’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
01.07.1995 Repair ‘VEHICLE RECLASSIFY’.
01.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 23 N’

RCSF 24

Details: wagon ‘RCSF 24 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 24—EX VCSX 24 D
BSG Code: VXKI

Capacity of 53 tonnes
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15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 24 W’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 24 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 24 W’
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 25

Details: wagon ‘RCSF 25 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 25 M
BSG Code: VXKI

Capacity of 53 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 25 X’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 25 X’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RCSX 25 X’
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 25 X’
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 27

Details: wagon ‘RCSF 27 A’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 27—EX VCSX 27 H-EX RCSX 27 D
BSG Code: VXKI

Capacity of 53 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 27 D’

RCSF 28

Details: wagon ‘RCSF 28 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX28/VCSX28Q/RCSX28M
BSG Code: VXKI

Capacity of 54 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 28 M’
24.05.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 29

Details: wagon ‘RCSF 29 S’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 29 / VCSX 29 C / RCSX 29 V
BSG Code: VXKI

Capacity of 53 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 29 V’

RCSF 30

Details: wagon ‘RCSF 30 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: X VFSX 30 / VCSX 30 V / RCSX 30 R
BSG Code: VXKI

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 30 R’

RCSF 31

Details: wagon ‘RCSF 31 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFSX 31 N—EX VCSX 31 H
BSG Code: VXKZ

Capacity of 53 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 31 D’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
07.01.1997 Repair ‘BOGIE COMPLETE’.
07.01.1997 Repair ‘VEHICLE RECLASSIFY’.
07.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 31 D’

RCSF 32

Details: wagon ‘RCSF 32 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 32-EX VCSX 32 Q
BSG Code: VXKI

Capacity of 73 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 32 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 32 M’
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.
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RCSF 33

Details: wagon ‘RCSF 33 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX/VCSX33C/RCSX 33 V
BSG Code: VXKI

Capacity of 54 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 33 V’

RCSF 34

Details: wagon ‘RCSF 34 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX34/VCSX34L / RCSX 34 H
BSG Code: VXKI

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 34 H’
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RCSF 36

Details: wagon ‘RCSF 36 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 36 / VCSX 36 C / RCSX 36 C
BSG Code: VXKI

Capacity of 53 tonnes

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 36 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
26.07.1996 Repair ‘VEHICLE RECLASSIFY’.
26.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 36 C’

RCSF 37

Details: wagon ‘RCSF 37 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX37/VCSX37P
BSG Code: VXKI

Capacity of 47 tonnes

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RCSX 37 L’

06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL
WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Parkes’ with a previous code of wagon ‘RCSX 37 L’

RCSF 38

Details: wagon ‘RCSF 38 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX38/VCSX38B/RCSX38U
BSG Code: VXKI

Capacity of 54 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 38 U’
23.05.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 39

Details: wagon ‘RCSF 39 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 39 Q—EX VCSX 39 K
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BSG Code: VXKI

Capacity of 53 tonnes

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 39 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
24.05.1995 Repair ‘VEHICLE RECLASSIFY’.
24.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 39 G’

RCSF 40

Details: wagon ‘RCSF 40 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX40/VCSX40G/RCSX40C
BSG Code: VXKI

Capacity of 53 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 40 C’

RCSF 41

Details: wagon ‘RCSF 41 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX41V/VCSX41P
BSG Code: VXKI

Capacity of 53 tonnes

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 41 L’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon ‘RCSX 41 L’

RCSF 42

Details: wagon ‘RCSF 42 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX42/VCSX42B
BSG Code: VXKI

Capacity of 53 tonnes

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 42 U’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 42 U’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
26.06.1995 Repair ‘VEHICLE RECLASSIFY’.
26.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 42 U’
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RCSF 43

Details: wagon ‘RCSF 43 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 43—EX VCSX 43 K
BSG Code: VXKI

Capacity of 53 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 43 G’

RCSF 44

Details: wagon ‘RCSF 44 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 44 T-EX RCSX44P
BSG Code: VXKI

Capacity of 53 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 44 P’
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RCSF 45

Details: wagon ‘RCSF 45 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 45 F
BSG Code: VXKI

Capacity of 53 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 45 B’

RCSF 46

Details: wagon ‘RCSF 46 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 46 / VCSX46 / RCSX46K
BSG Code: VXKI

Capacity of 50 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 46 K’
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RCSF 47

Details: wagon ‘RCSF 47 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 47; EX VCSX 47 A / RCSX 47 T
BSG Code: VXKI

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 47 T’

RCSF 49

Details: wagon ‘RCSF 49 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCSX 49
BSG Code: VXKI

Capacity of 53 tonnes

16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 49 Y’
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RCSF 50

Details: wagon ‘RCSF 50 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 50—EX VCSX 50 Y
BSG Code: VXKI

Capacity of 23 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 50 K’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 50 K’
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.

RCSF 51

Details: wagon ‘RCSF 51 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX51/VCSX51A
BSG Code: VXKI

Capacity of 53 tonnes

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RCSX 51 T’

24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 51 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
26.06.1995 Repair ‘VEHICLE RECLASSIFY’.
26.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 51 T’

RCSF 52

Details: wagon ‘RCSF 52 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX52/VCSX52J / RCSX 52 F
BSG Code: VXKI

Capacity of 54 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 52 F’

RCSF 53

Details: wagon ‘RCSF 53 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
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Remarks: EX VFSX 53—EX VCSX 53 S
BSG Code: VXKI

Capacity of 73 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 53 Y’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 53 Y’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 53 Y’

RCSF 54

Details: wagon ‘RCSF 54 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 54; EX VCSX 54E
BSG Code: VXKI

Capacity of 53 tonnes

14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 54 A’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 54 A’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RCSX 54 A’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
24.05.1995 Repair ‘VEHICLE RECLASSIFY’.
24.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 54 A’
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RCSF 55

Details: wagon ‘RCSF 55 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VCSX 55 N / RCSX 55 J
BSG Code: VXKZ

Capacity of 55 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 55 J’

RCSF 56

Details: wagon ‘RCSF 56 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 56 W
BSG Code: VXKI

Capacity of 53 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 56 S’
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RCSF 57

Details: wagon ‘RCSF 57 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 57-EX VCSX 57 X
BSG Code: VXKI

Capacity of 73 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 57 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 57 E’

RCSF 59

Details: wagon ‘RCSF 59 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 59—EX VCSX 59 D
BSG Code: VXKI

Capacity of 53 tonnes

14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RCSX 59 W’

22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RCSX 59 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
17.10.1996 Repair ‘BOGIE COMPLETE’.
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Parkes’ with a previous code of wagon ‘RCSX 59 W’

RCSF 60

Details: wagon ‘RCSF 60 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX60/VCSX60W
BSG Code: VXKI

Capacity of 54 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 60 S’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 60 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
30.06.1995 Repair ‘VEHICLE RECLASSIFY’.
30.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 60 S’

RCSF 61

Details: wagon ‘RCSF 61 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 61; EX VCSX 61 X
BSG Code: VXKI

Capacity of 53 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 61 E’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RCSX 61 E’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 61 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
17.10.1996 Repair ‘BOGIE COMPLETE’.
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Parkes’ with a previous code of wagon ‘RCSX 61 E’

RCSF 62

Details: wagon ‘RCSF 62 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 62 R
BSG Code: VXKI

Capacity of 53 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 62 N’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
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13.02.1997 Repair ‘BOGIE COMPLETE’.
13.02.1997 Repair ‘VEHICLE RECLASSIFY’.
13.02.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 62 N’

RCSF 63

Details: wagon ‘RCSF 63 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 63—EX VCSX 63 D
BSG Code: VXKI

Capacity of 53 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 63 W’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 63 W’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 63 W’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 63 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
23.05.1995 Repair ‘VEHICLE RECLASSIFY’.
23.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 63 W’

RCSF 64

Details: wagon ‘RCSF 64 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 64 / VCSX 64 M / RCSX 64 X
BSG Code: VXKI

Capacity of 53 tonnes

23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 64 X’

RCSF 65

Details: wagon ‘RCSF 65 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 65 V
BSG Code: VXKI

Capacity of 53 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 65 R’

RCSF 66

Details: wagon ‘RCSF 66 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX66/VCSX66H/RCSX66D
BSG Code: VXKI

Capacity of 53 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 66 D’

RCSF 67

Details: wagon ‘RCSF 67 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX67/VCSX67Q
BSG Code: VXKI

Capacity of 54 tonnes

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 67 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
28.06.1995 Repair ‘VEHICLE RECLASSIFY’.
28.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 67 M’

RCSF 68

Details: wagon ‘RCSF 68 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m

12188



2.628. Wagon classification starting with ‘RCS’

Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 68 C
BSG Code: VXKI

Capacity of 53 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 68 V’

RCSF 69

Details: wagon ‘RCSF 69 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 69; EX VCSX 69 L
BSG Code: VXKI

Capacity of 53 tonnes

06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 69 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
17.10.1996 Repair ‘BOGIE COMPLETE’.
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Parkes’ with a previous code of wagon ‘RCSX 69 H’

RCSF 70

Details: wagon ‘RCSF 70 A’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX70/VCSX70H / RCSX 70 D
BSG Code: VXKI

Capacity of 54 tonnes

17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 70 D’

RCSF 71

Details: wagon ‘RCSF 71 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 71—EX VCSX 71 Q
BSG Code: VXKI

Capacity of 53 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 71 M’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 71 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 71 M’

12190



2.628. Wagon classification starting with ‘RCS’

RCSF 72

Details: wagon ‘RCSF 72 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 72 C / RCSX72V
Wagon Width: 2541mm
BSG Code: VXKI

Capacity of 53 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 72 V’

RCSF 73

Details: wagon ‘RCSF 73 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 73—EX VCSX 73 L-EX RCSX73H
BSG Code: VXKI

Capacity of 73.9 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 73 H’
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RCSF 74

Details: wagon ‘RCSF 74 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX74/VCSX74U
BSG Code: VXKI

Capacity of 53 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 74 Q’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 74 Q’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 74 Q’

RCSF 75

Details: wagon ‘RCSF 75 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 75—EX VCSX 75 C-EX RCSX75C
BSG Code: VXKI

Capacity of 53 tonnes
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02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 75 C’

RCSF 76

Details: wagon ‘RCSF 76 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX76/VCSX76P
BSG Code: VXKI

Capacity of 54 tonnes

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 76 L’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
17.10.1996 Repair ‘BOGIE COMPLETE’.
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Parkes’ with a previous code of wagon ‘RCSX 76 L’

RCSF 77

Details: wagon ‘RCSF 77 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 77—EX VCSX 77 B-EX RCSX77U
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BSG Code: VXKI

Capacity of 53 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
02.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 77 U’

RCSF 78

Details: wagon ‘RCSF 78 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX78/VCSX78K
BSG Code: VXKI

Capacity of 54 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 78 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
07.01.1997 Repair ‘BOGIE COMPLETE’.
07.01.1997 Repair ‘VEHICLE RECLASSIFY’.
07.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 78 G’

RCSF 79

Details: wagon ‘RCSF 79 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX79/VCSX79T
BSG Code: VXKI

Capacity of 53 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 79 P’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 79 P’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 79 P’

RCSF 82

Details: wagon ‘RCSF 82 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX/VCSX82K
BSG Code: VXKI

Capacity of 53 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 82 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 82 G’
07.01.1997 Repair ‘BOGIE COMPLETE’.
07.01.1997 Repair ‘VEHICLE RECLASSIFY’.
07.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 82 G’

12195



2. TIMS GROUP INFORMATION - WAGONS

RCSF 83

Details: wagon ‘RCSF 83 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX83/VCSX83T / RCSX 83 P
BSG Code: VXKI

Capacity of 53 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 83 P’

RCSF 84

Details: wagon ‘RCSF 84 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 84-EX VCSX 84-F-EX RCSX 84 B
BSG Code: VXKI

Capacity of 53 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 84 B’
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RCSF 85

Details: wagon ‘RCSF 85 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCSX 85 Y / RCSX 85 K
BSG Code: VXKI

Capacity of 53 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 85 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 85 K’

RCSF 87

Details: wagon ‘RCSF 87 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: RCSX87
BSG Code: VXKI

Capacity of 53 tonnes

16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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16.05.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RCSX 87 F’

RCSF 88

Details: wagon ‘RCSF 88 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 88; EX VCSX 88S
BSG Code: VXKI

Capacity of 53 tonnes

14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 88 Y’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 88 Y’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCSX 88 Y’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCSX 88 Y’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
07.01.1997 Repair ‘BOGIE COMPLETE’.
07.01.1997 Repair ‘VEHICLE RECLASSIFY’.
07.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RCSX 88 Y’

RCSF 89

Details: wagon ‘RCSF 89 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX/VCSX89E
BSG Code: VXKI

Capacity of 54 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 89 A’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL

WAGONS. RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
26.06.1995 Repair ‘VEHICLE RECLASSIFY’.
26.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RCSX 89 A’

RCSF 90

Details: wagon ‘RCSF 90 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: RCSX 90
BSG Code: VXKI

Capacity of 53 tonnes

16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCSX 90 T’

RCSX 1

14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 1 G’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

22.05.1995 Reclassified from wagon ‘RCSX 1 C’ to ’ wagon ‘RCSF 1 W’.

RCSX 2

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 2 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 2 L’ to ’ wagon ‘RCSF 2 X’.

RCSX 3

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 3 B’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 3 U’ to ’ wagon ‘RCSF 3 R’.

RCSX 4

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 4 K’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
23.10.1995 Reclassified from wagon ‘RCSX 4 G’ to ’ wagon ‘RCSF 4 D’.

RCSX 5

23.06.1995 Reclassified from wagon ‘RCSX 5 P’ to ’ wagon ‘RCSF 5 M’.

RCSX 6

13.02.1997 Reclassified from wagon ‘RCSX 6 B’ to ’ wagon ‘RCSF 6 V’.

RCSX 7

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 7 Y’
09.10.1994 Repair ‘VEHICLE COMPLETE’.
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28.10.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Reclassified from wagon ‘RCSX 7 K’ to ’ wagon ‘RCSF 7 H’.

RCSX 8

Details: wagon ‘RCSX 8 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFSX 8G, EX VCSX 8 A
BSG Code: VXKZ

Capacity of 53 tonnes

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 8 A’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

RCSX 9

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 9 J’
31.07.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 9 F’ to ’ wagon ‘RCSF 9 C’.

RCSX 10

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘VCSX 10 F’

06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

16.05.1995 Reclassified from wagon ‘RCSX 10 B’ to ’ wagon ‘RCSF 10 V’.

RCSX 11

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 11 Y’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 11 K’ to ’ wagon ‘RCSF 11 H’.

RCSX 12

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 12 A’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 12 T’ to ’ wagon ‘RCSF 12 Q’.

RCSX 13

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 13 J’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 13 F’ to ’ wagon ‘RCSF 13 C’.

RCSX 14

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 14 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Reclassified from wagon ‘RCSX 14 Y’ to ’ wagon ‘RCSF 14 L’.

12202



2.628. Wagon classification starting with ‘RCS’

RCSX 15

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 15 E’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Reclassified from wagon ‘RCSX 15 A’ to ’ wagon ‘RCSF 15 U’.

RCSX 16

28.06.1995 Reclassified from wagon ‘RCSX 16 J’ to ’ wagon ‘RCSF 16 G’.

RCSX 17

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 17 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 17 S’ to ’ wagon ‘RCSF 17 P’.

RCSX 18

30.06.1995 Reclassified from wagon ‘RCSX 18 E’ to ’ wagon ‘RCSF 18 B’.

RCSX 19

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 19 R’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 19 N’ to ’ wagon ‘RCSF 19 K’.

RCSX 20

16.01.1997 Reclassified from wagon ‘RCSX 20 J’ to ’ wagon ‘RCSF 20 G’.

RCSX 21

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 21 W’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 21 S’ to ’ wagon ‘RCSF 21 P’.
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RCSX 22

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 22 X’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 22 E’ to ’ wagon ‘RCSF 22 B’.

RCSX 23

01.07.1995 Reclassified from wagon ‘RCSX 23 N’ to ’ wagon ‘RCSF 23 K’.

RCSX 24

29.06.1995 Reclassified from wagon ‘RCSX 24 W’ to ’ wagon ‘RCSF 24 T’.

RCSX 25

29.06.1995 Reclassified from wagon ‘RCSX 25 X’ to ’ wagon ‘RCSF 25 F’.

RCSX 27

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 27 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 27 D’ to ’ wagon ‘RCSF 27 A’.

RCSX 28

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 28 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 28 M’ to ’ wagon ‘RCSF 28 J’.

RCSX 29

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 29 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 29 V’ to ’ wagon ‘RCSF 29 S’.
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RCSX 30

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 30 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 30 R’ to ’ wagon ‘RCSF 30 Y’.

RCSX 31

07.01.1997 Reclassified from wagon ‘RCSX 31 D’ to ’ wagon ‘RCSF 31 A’.

RCSX 32

29.06.1995 Reclassified from wagon ‘RCSX 32 M’ to ’ wagon ‘RCSF 32 J’.

RCSX 33

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 33 C’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 33 V’ to ’ wagon ‘RCSF 33 S’.

RCSX 34

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 34 L’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 34 H’ to ’ wagon ‘RCSF 34 E’.

RCSX 36

26.07.1996 Reclassified from wagon ‘RCSX 36 C’ to ’ wagon ‘RCSF 36 W’.

RCSX 37

16.01.1997 Reclassified from wagon ‘RCSX 37 L’ to ’ wagon ‘RCSF 37 X’.

RCSX 38

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 38 B’
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19.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
22.05.1995 Reclassified from wagon ‘RCSX 38 U’ to ’ wagon ‘RCSF 38 R’.

RCSX 39

24.05.1995 Reclassified from wagon ‘RCSX 39 G’ to ’ wagon ‘RCSF 39 D’.

RCSX 40

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 40 G’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 40 C’ to ’ wagon ‘RCSF 40 W’.

RCSX 41

16.01.1997 Reclassified from wagon ‘RCSX 41 L’ to ’ wagon ‘RCSF 41 X’.

RCSX 42

26.06.1995 Reclassified from wagon ‘RCSX 42 U’ to ’ wagon ‘RCSF 42 R’.

RCSX 43

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 43 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.12.1995 Reclassified from wagon ‘RCSX 43 G’ to ’ wagon ‘RCSF 43 D’.

RCSX 44

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 44 T’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 44 P’ to ’ wagon ‘RCSF 44 M’.
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RCSX 45

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 45 F’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.12.1995 Reclassified from wagon ‘RCSX 45 B’ to ’ wagon ‘RCSF 45 V’.

RCSX 46

18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 46 Y’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 46 K’ to ’ wagon ‘RCSF 46 H’.

RCSX 47

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 47 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 47 T’ to ’ wagon ‘RCSF 47 Q’.

RCSX 49

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 49 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.05.1995 Reclassified from wagon ‘RCSX 49 Y’ to ’ wagon ‘RCSF 49 L’.

RCSX 50

29.06.1995 Reclassified from wagon ‘RCSX 50 K’ to ’ wagon ‘RCSF 50 H’.

RCSX 51

26.06.1995 Reclassified from wagon ‘RCSX 51 T’ to ’ wagon ‘RCSF 51 Q’.

RCSX 52

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 52 J’
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26.11.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 52 F’ to ’ wagon ‘RCSF 52 C’.

RCSX 53

23.06.1995 Reclassified from wagon ‘RCSX 53 Y’ to ’ wagon ‘RCSF 53 L’.

RCSX 54

24.05.1995 Reclassified from wagon ‘RCSX 54 A’ to ’ wagon ‘RCSF 54 U’.

RCSX 55

30.03.1995 Repair ‘VEHICLE RECLASSIFY’.
30.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 55 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 55 J’ to ’ wagon ‘RCSF 55 G’.

RCSX 56

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 56 W’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.12.1995 Reclassified from wagon ‘RCSX 56 S’ to ’ wagon ‘RCSF 56 P’.

RCSX 57

16.01.1997 Reclassified from wagon ‘RCSX 57 E’ to ’ wagon ‘RCSF 57 B’.

RCSX 58

Details: wagon ‘RCSX 58 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 58, EX VCSX 58 R
BSG Code: VXKI

Capacity of 53 tonnes

27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 58 R’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

RCSX 59

17.10.1996 Reclassified from wagon ‘RCSX 59 W’ to ’ wagon ‘RCSF 59 T’.

RCSX 60

30.06.1995 Reclassified from wagon ‘RCSX 60 S’ to ’ wagon ‘RCSF 60 P’.

RCSX 61

17.10.1996 Reclassified from wagon ‘RCSX 61 E’ to ’ wagon ‘RCSF 61 B’.

RCSX 62

13.02.1997 Reclassified from wagon ‘RCSX 62 N’ to ’ wagon ‘RCSF 62 K’.

RCSX 63

23.05.1995 Reclassified from wagon ‘RCSX 63 W’ to ’ wagon ‘RCSF 63 T’.

RCSX 64

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 64 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
23.10.1995 Reclassified from wagon ‘RCSX 64 X’ to ’ wagon ‘RCSF 64 F’.

RCSX 65

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 65 V’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

08.12.1995 Reclassified from wagon ‘RCSX 65 R’ to ’ wagon ‘RCSF 65 Y’.

RCSX 66

25.06.1994 Repair ‘VEHICLE RECLASSIFY’.
25.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 66 H’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 66 D’ to ’ wagon ‘RCSF 66 A’.

RCSX 67

28.06.1995 Reclassified from wagon ‘RCSX 67 M’ to ’ wagon ‘RCSF 67 J’.

RCSX 68

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 68 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.12.1995 Reclassified from wagon ‘RCSX 68 V’ to ’ wagon ‘RCSF 68 S’.

RCSX 69

17.10.1996 Reclassified from wagon ‘RCSX 69 H’ to ’ wagon ‘RCSF 69 E’.

RCSX 70

31.10.1994 Repair ‘VEHICLE RECLASSIFY’.
31.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 70 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
17.05.1995 Reclassified from wagon ‘RCSX 70 D’ to ’ wagon ‘RCSF 70 A’.

RCSX 71

27.06.1995 Reclassified from wagon ‘RCSX 71 M’ to ’ wagon ‘RCSF 71 J’.

RCSX 72

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 72 C’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

02.02.1996 Reclassified from wagon ‘RCSX 72 V’ to ’ wagon ‘RCSF 72 S’.

RCSX 73

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 73 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 73 H’ to ’ wagon ‘RCSF 73 E’.

RCSX 74

23.06.1995 Reclassified from wagon ‘RCSX 74 Q’ to ’ wagon ‘RCSF 74 N’.

RCSX 75

02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 75 G’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 75 C’ to ’ wagon ‘RCSF 75 W’.

RCSX 76

17.10.1996 Reclassified from wagon ‘RCSX 76 L’ to ’ wagon ‘RCSF 76 X’.

RCSX 77

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 77 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
02.02.1996 Reclassified from wagon ‘RCSX 77 U’ to ’ wagon ‘RCSF 77 R’.

RCSX 78

07.01.1997 Reclassified from wagon ‘RCSX 78 G’ to ’ wagon ‘RCSF 78 D’.

RCSX 79

16.01.1997 Reclassified from wagon ‘RCSX 79 P’ to ’ wagon ‘RCSF 79 M’.

RCSX 82

07.01.1997 Reclassified from wagon ‘RCSX 82 G’ to ’ wagon ‘RCSF 82 D’.
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RCSX 83

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 83 T’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
08.11.1995 Reclassified from wagon ‘RCSX 83 P’ to ’ wagon ‘RCSF 83 M’.

RCSX 84

02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 84 F’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
12.10.1995 Reclassified from wagon ‘RCSX 84 B’ to ’ wagon ‘RCSF 84 V’.

RCSX 85

01.02.1997 Reclassified from wagon ‘RCSX 85 K’ to ’ wagon ‘RCSF 85 H’.

RCSX 87

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 87 J’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.05.1995 Reclassified from wagon ‘RCSX 87 F’ to ’ wagon ‘RCSF 87 C’.

RCSX 88

07.01.1997 Reclassified from wagon ‘RCSX 88 Y’ to ’ wagon ‘RCSF 88 L’.

RCSX 89

26.06.1995 Reclassified from wagon ‘RCSX 89 A’ to ’ wagon ‘RCSF 89 U’.

RCSX 90

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCSX 90 A’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.
16.05.1995 Reclassified from wagon ‘RCSX 90 T’ to ’ wagon ‘RCSF 90 Q’.
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2.629 Wagon classification starting with ‘RCT’

RCTY 85100

Details: wagon ‘RCTY 85100 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85100 E
BSG Code: NSKI

Capacity of 54 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCTY 85100 E’

RCTY 85101

01.02.1997 Reclassified from wagon ‘RCTY 85101 R’ to ’ wagon ‘NCTY 85101 N’.

RCTY 85102

Details: wagon ‘RCTY 85102 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85102 W
BSG Code: NSKI

Capacity of 54 tonnes

12213



2. TIMS GROUP INFORMATION - WAGONS

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCTY 85102 W’

RCTY 85103

10.02.1997 Reclassified from wagon ‘RCTY 85103 M’ to ’ wagon ‘NCTY 85103 X’.

RCTY 85104

20.01.1997 Reclassified from wagon ‘RCTY 85104 V’ to ’ wagon ‘NCTY 85104 R’.

RCTY 85105

20.01.1997 Reclassified from wagon ‘RCTY 85105 H’ to ’ wagon ‘NCTY 85105 D’.

RCTY 85106

Details: wagon ‘RCTY 85106 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85106 M
BSG Code: NSKI

Capacity of 54 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCTY 85106 M’

RCTY 85108

29.01.1997 Reclassified from wagon ‘RCTY 85108 L’ to ’ wagon ‘NCTY 85108 H’.

RCTY 85109

Details: wagon ‘RCTY 85109 U’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY20894/NCTY85109Q
BSG Code: NSKI

Capacity of 52 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCTY 85109 Q’

RCTY 85110

20.01.1997 Reclassified from wagon ‘RCTY 85110 Q’ to ’ wagon ‘NCTY 85110 M’.

RCTY 85111

29.01.1997 Reclassified from wagon ‘RCTY 85111 C’ to ’ wagon ‘NCTY 85111 V’.

RCTY 85112

20.01.1997 Reclassified from wagon ‘RCTY 85112 L’ to ’ wagon ‘NCTY 85112 H’.

RCTY 85113

29.01.1997 Reclassified from wagon ‘RCTY 85113 U’ to ’ wagon ‘NCTY 85113 Q’.

RCTY 85114

Details: wagon ‘RCTY 85114 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL

12215



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX NCTY 85114 C
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCTY 85114 C’

RCTY 85115

20.01.1997 Reclassified from wagon ‘RCTY 85115 P’ to ’ wagon ‘NCTY 85115 L’.

RCTY 85117

20.01.1997 Reclassified from wagon ‘RCTY 85117 K’ to ’ wagon ‘NCTY 85117 G’.

RCTY 85118

04.02.1997 Reclassified from wagon ‘RCTY 85118 T’ to ’ wagon ‘NCTY 85118 P’.

RCTY 85119

29.01.1997 Reclassified from wagon ‘RCTY 85119 F’ to ’ wagon ‘NCTY 85119 B’.

RCTY 85120

01.02.1997 Reclassified from wagon ‘RCTY 85120 B’ to ’ wagon ‘NCTY 85120 U’.

RCTY 85121

Details: wagon ‘RCTY 85121 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85121 G
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NCTY 85121 G’

RCTY 85122

01.02.1997 Reclassified from wagon ‘RCTY 85122 T’ to ’ wagon ‘NCTY 85122 P’.

RCTY 85123

Details: wagon ‘RCTY 85123 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 24.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCTY 85123 B
BSG Code: NSKI

Capacity of 54 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCTY 85123 B’

2.630 Wagon classification starting with ‘RCU’

RCUX 28401

23.08.1996 Reclassified from wagon ‘RCUX 28401 C’ to ’ wagon ‘NCUX 28401 V’.

RCUX 28406

23.08.1996 Reclassified from wagon ‘RCUX 28406 B’ to ’ wagon ‘NCUX 28406 U’.

RCUX 28411

Details: wagon ‘RCUX 28411 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 28411 G
BSG Code: NXKZ

Capacity of 52 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 28411 G’

RCUX 28413

Details: wagon ‘RCUX 28413 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 28413 B
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 28413 B’
14.11.1994 Repair ‘VEHICLE COMPLETE’.

RCUX 28427

23.08.1996 Reclassified from wagon ‘RCUX 28427 D’ to ’ wagon ‘NCUX 28427 W’.

RCUX 28442

19.08.1996 Reclassified from wagon ‘RCUX 28442 U’ to ’ wagon ‘NCUX 28442 Q’.
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RCUX 28468

Details: wagon ‘RCUX 28468 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NOBX28468H/NCUX28468R
BSG Code: NXKI

Capacity of 49 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 28468 R’

RCUX 28488

Details: wagon ‘RCUX 28488 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCUX 28488 K
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 28488 K’
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RCUX 28520

Details: wagon ‘RCUX 28520 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCUX 28520 M
BSG Code: NXKZ

Capacity of 51 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 28520 M’

RCUX 28522

23.08.1996 Reclassified from wagon ‘RCUX 28522 L’ to ’ wagon ‘NCUX 28522 H’.

RCUX 28529

23.08.1996 Reclassified from wagon ‘RCUX 28529 F’ to ’ wagon ‘NCUX 28529 B’.

RCUX 31613

23.08.1996 Reclassified from wagon ‘RCUX 31613 F’ to ’ wagon ‘NCUX 31613 B’.

RCUX 31617

23.08.1996 Reclassified from wagon ‘RCUX 31617 S’ to ’ wagon ‘NCUX 31617 Y’.

RCUX 31622

Details: wagon ‘RCUX 31622 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCUX 31622 A
BSG Code: NXKZ

Capacity of 24 tonnes

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 31622 A’

RCUX 31628

99.99.9999 Reclassified from wagon ‘RCUX 31628 M’ to ’ wagon ‘NCUX 31628 X’.

RCUX 31651

23.08.1996 Reclassified from wagon ‘RCUX 31651 T’ to ’ wagon ‘NCUX 31651 P’.

RCUX 33408

Details: wagon ‘RCUX 33408 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCUX 33408 N
BSG Code: NXKZ

Capacity of 52 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 33408 N’

RCUX 33436

23.08.1996 Reclassified from wagon ‘RCUX 33436 A’ to ’ wagon ‘NCUX 33436 T’.
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RCUX 33441

23.08.1996 Reclassified from wagon ‘RCUX 33441 J’ to ’ wagon ‘NCUX 33441 F’.

RCUX 33478

19.08.1996 Reclassified from wagon ‘RCUX 33478 E’ to ’ wagon ‘NCUX 33478 A’.

RCUX 33532

23.08.1996 Reclassified from wagon ‘RCUX 33532 R’ to ’ wagon ‘NCUX 33532 N’.

RCUX 33537

23.08.1996 Reclassified from wagon ‘RCUX 33537 Q’ to ’ wagon ‘NCUX 33537 M’.

RCUX 33586

Details: wagon ‘RCUX 33586 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCUX 33586 U
BSG Code: NXKZ

Capacity of 52 tonnes

19.10.1995 Repair ‘VEHICLE RECLASSIFY’.
19.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 33586 U’

RCUX 33643

Details: wagon ‘RCUX 33643 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.1m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCUX 33643 Y
BSG Code: NXKZ

Capacity of 52 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCUX 33643 Y’

RCUX 33646

19.08.1996 Reclassified from wagon ‘RCUX 33646 W’ to ’ wagon ‘NCUX 33646 S’.

RCUX 33656

16.08.1996 Reclassified from wagon ‘RCUX 33656 H’ to ’ wagon ‘NCUX 33656 D’.

2.631 Wagon classification starting with ‘RCV’

RCVX 1

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 1 P’
25.05.1995 Reclassified from wagon ‘RCVX 1 L’ to ’ wagon ‘RKCX 1 Q’.

RCVX 2

Details: wagon ‘RCVX 2 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCVX 2 B
BSG Code: VXKI
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Capacity of 51 tonnes

21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 2 B’

RCVX 3

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 3 K’
22.05.1995 Reclassified from wagon ‘RCVX 3 G’ to ’ wagon ‘RKCX 3 L’.

RCVX 4

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 4 T’
22.05.1995 Reclassified from wagon ‘RCVX 4 P’ to ’ wagon ‘RKCX 4004 V’.

RCVX 7

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 7 A’
08.04.1995 Reclassified from wagon ‘RCVX 7 T’ to ’ wagon ‘RKCX 7 B’.

RCVX 8

05.12.1996 Reclassified from wagon ‘RCVX 8 F’ to ’ wagon ‘ROBX 8 P’.

2.632 Wagon classification starting with ‘RCW’

RCWF 85000

Details: wagon ‘RCWF 85000 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85000 W
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BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85000 W’

RCWF 85002

Details: wagon ‘RCWF 85002 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: WX NCWF 85002 R
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85002 R’

RCWF 85003

Details: wagon ‘RCWF 85003 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85003 D
BSG Code: NSKZ
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Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85003 D’

RCWF 85004

Details: wagon ‘RCWF 85004 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85004 M
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85004 M’

RCWF 85005

Details: wagon ‘RCWF 85005 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM-EX NCWF 85005 V
BSG Code: NSKZ

Capacity of 56 tonnes
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06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85005 V’

RCWF 85006

Details: wagon ‘RCWF 85006 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85006 H
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85006 H’

RCWF 85007

Details: wagon ‘RCWF 85007 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85007 Q
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NCWF 85007 Q’

RCWF 85008

Details: wagon ‘RCWF 85008 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85008 C
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85008 C’

RCWF 85009

Details: wagon ‘RCWF 85009 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85009 L
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85009 L’
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RCWF 85010

Details: wagon ‘RCWF 85010 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85010 H
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85010 H’

RCWF 85012

Details: wagon ‘RCWF 85012 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85012 C
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85012 C’
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RCWF 85013

Details: wagon ‘RCWF 85013 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM-EX NCWF 85013 L
BSG Code: NSKZ

Capacity of 56 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85013 L’

RCWF 85014

Details: wagon ‘RCWF 85014 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85014 U
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85014 U’
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RCWF 85015

Details: wagon ‘RCWF 85015 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85015 G
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85015 G’

RCWF 85016

Details: wagon ‘RCWF 85016 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85016 P
BSG Code: NSKZ

Capacity of 56 tonnes

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85016 P’
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RCWF 85017

Details: wagon ‘RCWF 85017 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85017 B
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85017 B’

RCWF 85018

Details: wagon ‘RCWF 85018 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM
BSG Code: NSKZ

Capacity of 56 tonnes

13.11.1995 Repair ‘VEHICLE RECLASSIFY’.
13.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85018 K’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85019

Details: wagon ‘RCWF 85019 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85019 T
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85019 T’

RCWF 85020

Details: wagon ‘RCWF 85020 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85020 P
BSG Code: NSKZ

Capacity of 56 tonnes

14.01.1996 Repair ‘VEHICLE RECLASSIFY’.
14.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85020 P’
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RCWF 85021

Details: wagon ‘RCWF 85021 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85021 B
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85021 B’

RCWF 85022

Details: wagon ‘RCWF 85022 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85022 K
BSG Code: NSKZ

Capacity of 56 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85022 K’
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RCWF 85023

Details: wagon ‘RCWF 85023 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85023 T
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85023 T’

RCWF 85024

Details: wagon ‘RCWF 85024 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85024 F
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85024 F’
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RCWF 85025

Details: wagon ‘RCWF 85025 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85025 Y
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85025 Y’

RCWF 85026

Details: wagon ‘RCWF 85026 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85026 A
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85026 A’
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RCWF 85027

Details: wagon ‘RCWF 85027 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85027 J
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85027 J’

RCWF 85028

Details: wagon ‘RCWF 85028 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85028 S
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85028 S’
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RCWF 85029

Details: wagon ‘RCWF 85029 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM—EX NCWF 85029
BSG Code: NSKZ

Capacity of 56 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85029 E’

RCWF 85030

Details: wagon ‘RCWF 85030 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85030 A
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85030 A’
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RCWF 85031

Details: wagon ‘RCWF 85031 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85031 J
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85031 J’

RCWF 85032

Details: wagon ‘RCWF 85032 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM-EX NCWF 85032 S
BSG Code: NSKZ

Capacity of 56 tonnes

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85032 S’
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RCWF 85033

Details: wagon ‘RCWF 85033 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85033 E
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85033 E’

RCWF 85034

Details: wagon ‘RCWF 85034 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85034 N
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85034 N’
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RCWF 85035

Details: wagon ‘RCWF 85035 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85035 W
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85035 W’

RCWF 85036

Details: wagon ‘RCWF 85036 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85036 X
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85036 X’
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RCWF 85037

Details: wagon ‘RCWF 85037 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85037 R
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85037 R’

RCWF 85039

Details: wagon ‘RCWF 85039 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85039 M
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85039 M’
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RCWF 85040

Details: wagon ‘RCWF 85040 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85040 X
BSG Code: NSKZ

Capacity of 56 tonnes

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85040 X’

RCWF 85041

Details: wagon ‘RCWF 85041 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85041 R
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85041 R’
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RCWF 85042

Details: wagon ‘RCWF 85042 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85042 D
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85042 D’

RCWF 85045

Details: wagon ‘RCWF 85045 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85045 H
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85045 H’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85046

Details: wagon ‘RCWF 85046 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85046 Q
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85046 Q’

RCWF 85047

Details: wagon ‘RCWF 85047 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85047 C
BSG Code: NSKZ

Capacity of 56 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85047 C’
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RCWF 85048

Details: wagon ‘RCWF 85048 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85048 L
BSG Code: NSKZ

Capacity of 56 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85048 L’

RCWF 85049

Details: wagon ‘RCWF 85049 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85049 U
BSG Code: NSKZ

Capacity of 56 tonnes

18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85049 U’
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RCWF 85050

Details: wagon ‘RCWF 85050 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85050 Q
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85050 Q’

RCWF 85051

Details: wagon ‘RCWF 85051 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85051 C
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85051 C’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85052

Details: wagon ‘RCWF 85052 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85052 L
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85052 L’

RCWF 85053

Details: wagon ‘RCWF 85053 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85053 U
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85053 U’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85055

Details: wagon ‘RCWF 85055 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85055 P
BSG Code: NSKZ

Capacity of 56 tonnes

26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85055 P’

RCWF 85056

Details: wagon ‘RCWF 85056 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85056 B
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85056 B’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85057

Details: wagon ‘RCWF 85057 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85057 K
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85057 K’

RCWF 85058

Details: wagon ‘RCWF 85058 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85058 T
BSG Code: NSKZ

Capacity of 56 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85058 T’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85060

Details: wagon ‘RCWF 85060 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85060 B
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85060 B’

RCWF 85061

Details: wagon ‘RCWF 85061 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85061 K
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85061 K’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85062

Details: wagon ‘RCWF 85062 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85062 T
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85062 T’

RCWF 85063

Details: wagon ‘RCWF 85063 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85063 F
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85063 F’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85064

Details: wagon ‘RCWF 85064 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85064 Y
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85064 Y’

RCWF 85065

Details: wagon ‘RCWF 85065 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85065A
BSG Code: NSKZ

Capacity of 56 tonnes

20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85065 A’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85066

Details: wagon ‘RCWF 85066 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85066 J
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85066 J’

RCWF 85067

Details: wagon ‘RCWF 85067 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85067 S
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85067 S’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85068

Details: wagon ‘RCWF 85068 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85068 E
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85068 E’

RCWF 85069

Details: wagon ‘RCWF 85069 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCWF
BSG Code: NSKZ

Capacity of 56 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85069 N’

12255



2. TIMS GROUP INFORMATION - WAGONS

RCWF 85070

Details: wagon ‘RCWF 85070 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85070 J
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85070 J’

RCWF 85071

Details: wagon ‘RCWF 85071 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85071 S
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85071 S’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85072

Details: wagon ‘RCWF 85072 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NCWF
BSG Code: NSKZ

Capacity of 56 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85072 E’

RCWF 85073

Details: wagon ‘RCWF 85073 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM-EX NCWF 85073 N
BSG Code: NSKZ

Capacity of 56 tonnes

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85073 N’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85074

Details: wagon ‘RCWF 85074 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85074 W
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85074 W’

RCWF 85075

Details: wagon ‘RCWF 85075 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85075 X
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85075 X’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85076

Details: wagon ‘RCWF 85076 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85076 R
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85076 R’

RCWF 85077

Details: wagon ‘RCWF 85077 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85077 D
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85077 D’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85078

Details: wagon ‘RCWF 85078 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85078 M
BSG Code: NSKZ

Capacity of 56 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85078 M’

RCWF 85079

Details: wagon ‘RCWF 85079 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85079 V
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85079 V’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85080

Details: wagon ‘RCWF 85080 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCFW 85080 R
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85080 R’

RCWF 85081

Details: wagon ‘RCWF 85081 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85081 D
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85081 D’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85082

Details: wagon ‘RCWF 85082 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85082 M
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85082 M’

RCWF 85083

Details: wagon ‘RCWF 85083 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85083 V
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85083 V’

12262



2.632. Wagon classification starting with ‘RCW’

RCWF 85084

Details: wagon ‘RCWF 85084 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85084 H
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85084 H’

RCWF 85085

Details: wagon ‘RCWF 85085 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85085 Q
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85085 Q’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85086

Details: wagon ‘RCWF 85086 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85086 C
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85086 C’

RCWF 85087

Details: wagon ‘RCWF 85087 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85087 L
BSG Code: NSKZ

Capacity of 56 tonnes

11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85087 L’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85088

Details: wagon ‘RCWF 85088 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85088 U
BSG Code: NSKZ

Capacity of 56 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85088 U’

RCWF 85089

Details: wagon ‘RCWF 85089 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: CREATED BY BATCH PROGRAM-EX NCWF 85089G
BSG Code: NSKZ

Capacity of 56 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85089 G’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85090

Details: wagon ‘RCWF 85090 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85090 C
BSG Code: NSKZ

Capacity of 56 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85090 C’

RCWF 85091

Details: wagon ‘RCWF 85091 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85091 L
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85091 L’
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2.632. Wagon classification starting with ‘RCW’

RCWF 85092

Details: wagon ‘RCWF 85092 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCWF 85092 U
BSG Code: NSKZ

Capacity of 56 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85092 U’

RCWF 85093

Details: wagon ‘RCWF 85093 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85093 G
BSG Code: NSKZ

Capacity of 56 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85093 G’
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2. TIMS GROUP INFORMATION - WAGONS

RCWF 85094

Details: wagon ‘RCWF 85094 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85094 P
BSG Code: NSKZ

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85094 P’

RCWF 85095

Details: wagon ‘RCWF 85095 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85095 B
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85095 B’

12268



2.632. Wagon classification starting with ‘RCW’

RCWF 85096

Details: wagon ‘RCWF 85096 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85096 K
BSG Code: NSKZ

Capacity of 56 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85096 K’

RCWF 85097

Details: wagon ‘RCWF 85097 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85097 T
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85097 T’
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RCWF 85098

Details: wagon ‘RCWF 85098 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCWF 85098 F
BSG Code: NSKZ

Capacity of 56 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85098 F’

RCWF 85099

Details: wagon ‘RCWF 85099 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 20.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCWF 85099 Y
BSG Code: NSKZ

Capacity of 56 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCWF 85099 Y’
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2.633 Wagon classification starting with ‘RCX’

RCX 23142

09.10.1987 Reclassified from wagon ‘RCX 23142 U’ to ’ wagon ‘NCRX 23142 C’.

2.634 Wagon classification starting with ‘RE’

RE 1694

Details: wagon ‘RE 1694 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 15.06.1961
Operating System: AN
Intended Use: GENERAL
Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 11.01.1983
Last Lift: 09.05.1980

RE 1699

Details: wagon ‘RE 1699 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 22.06.1961
Operating System: AN
Intended Use: GENERAL
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Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Last Single Car Test: 25.11.1992
Last Lift: 07.04.1977

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

RE 1700

Details: wagon ‘RE 1700 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 22.06.1961
Operating System: AN
Intended Use: GENERAL
Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 19.11.1991
Due Triple Valve: 01.11.1989
Last Lift: 15.10.1982

12.03.1990 Repair ‘HANDRAILS END’.
12.03.1990 Repair ‘SIDE STEP’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘END BRAKE COCK’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘TRAIN PIPE’.

RE 1701

Details: wagon ‘RE 1701 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 15.06.1961
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PARKESTON
BSG Code: DSFZ

Fleet Grp Code: AH PB PZ
Return to Service Date: 19.10.1979
Last Lift: 19.10.1979

RE 1704

Details: wagon ‘RE 1704 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 14.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 28.02.1989
Last Single Car Test: 21.02.1989
Last Lift: 22.03.1977

RE 1707

17.06.1992 Reclassified from wagon ‘RE 1707 X’ to ’ wagon ‘AZFF 1707 G’.
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RE 1710

Details: wagon ‘RE 1710 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 14.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PARKESTON
BSG Code: DSFZ

Fleet Grp Code: AH PB PZ
Return to Service Date: 21.03.1980
Last Lift: 21.03.1980

RE 1711

17.06.1992 Reclassified from wagon ‘RE 1711 X’ to ’ wagon ‘AZFF 1711 G’.

RE 1714

Details: wagon ‘RE 1714 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 18.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: ABLUTION FLAT - CME PT. AUGUSTA
BSG Code: DSFZ
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Fleet Grp Code: AH PZ PB
Return to Service Date: 21.04.1994
Last Single Car Test: 19.08.1992
Last Lift: 05.04.1983

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Repair ‘END HOSE’.
10.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘COUPLER COMPLETE’.
14.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1992 Repair ‘SIDE BEARER’.
17.08.1993 Repair ‘BODY COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.

RE 1715

Details: wagon ‘RE 1715 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 18.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: WITH RAMP & CRANE - CCE PT. AUG.
BSG Code: DSFZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 29.04.1983
Last Lift: 27.09.1982

RE 1716

Details: wagon ‘RE 1716 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 20.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: WITH C.C.E CAMP UNITS
BSG Code: DSFZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1989
Last Brake Cylinder: 16.11.1989
Last Single Car Test: 16.11.1989
Last Lift: 09.12.1976

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Repair ‘SIDE BEARER’.
14.11.1989 Repair ‘TOP CENTRE PLATE’.

RE 1717

Details: wagon ‘RE 1717 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 20.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: GEN SET & LIGHT UNITS - CCE PT.AUG.
BSG Code: DSFZ

Fleet Grp Code: AH PZ PB
Return to Service Date: 02.11.1995
Last Single Car Test: 22.06.1990
Last Lift: 01.05.1974

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BEARERS’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
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21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.

RE 1718

04.08.1992 Reclassified from wagon ‘RE 1718 C’ to ’ wagon ‘AZFF 1718 A’.

RE 1722

Details: wagon ‘RE 1722 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 02.08.1961
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PARKESTON
BSG Code: DSFZ

Fleet Grp Code: AH PB PZ
Return to Service Date: 12.11.1981
Last Lift: 12.11.1981

RE 1723

Details: wagon ‘RE 1723 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 31.07.1961
Operating System: AN
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Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PARKESTON
BSG Code: DSFZ

Fleet Grp Code: AH PB PZ
Return to Service Date: 05.12.1991
Last Brake Cylinder: 24.07.1991
Last Single Car Test: 24.07.1991
Last Lift: 30.03.1983

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Repair ‘SIDE BEARER’.
05.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.

RE 1731

Details: wagon ‘RE 1731 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7860
Diagram Book Page No.: NS 185
Date Built: 16.08.1961
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PARKESTON
BSG Code: DSFZ

Fleet Grp Code: AH PB PZ
Return to Service Date: 12.11.1981
Last Lift: 12.11.1981

2.635 Wagon classification starting with ‘REN’

RENY 58

Details: wagon ‘RENY 58 G’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 07.10.1995
Due Triple Valve: 01.04.1991
Last Triple Valve: 08.05.1993
Last Brake Cylinder: 26.06.1993
Last Single Car Test: 16.12.1988
Last Lift: 08.05.1987
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
15.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
19.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘EMPTY LOAD VALVE’.
19.02.1990 Repair ‘GRADE CONTROL VALVE’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘SIDE STEP’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
20.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
03.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
07.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
31.08.1990 Repair ‘STEP’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
22.02.1991 Repair ‘SIDE STEP’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
21.06.1991 Repair ‘TWIST LOCK’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
31.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1991 Repair ‘WHEEL SET’.
31.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
10.01.1992 Repair ‘TWIST LOCK’.
10.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
24.04.1992 Repair ‘STEP’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
30.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
01.09.1992 Repair ‘STEP’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
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05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘END BRAKE COCK’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
06.11.1992 Repair ‘SHUNT PAD’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1992 Repair ‘WHEEL SET’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘BOGIE BEARERS’.
13.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1993 Repair ‘SHUNT PAD’.
13.02.1993 Repair ‘TWIST LOCK’.
13.02.1993 Repair ‘WHEEL SET’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 58 M’
12.10.1993 Repair ‘BOGIE SIDEFRAME’.
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12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
10.12.1993 Repair ‘TWIST LOCK’.
10.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
11.02.1994 Repair ‘TWIST LOCK’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 58 M’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 58 M’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.

RENY 64

Details: wagon ‘RENY 64 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 01.12.1995
Last Brake Cylinder: 09.01.1993
Last Lift: 16.09.1986
Cont Connector Type:] P
Cont Max Slots: 2
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21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’ WAGONS TO
DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
15.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
02.03.1990 Repair ‘TWIST LOCK’.
02.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 64 H’
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
28.08.1990 Repair ‘STEP’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
03.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
25.10.1991 Repair ‘HANDRAILS’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
10.12.1991 Repair ‘STEP’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
31.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 64 H’
17.07.1992 Repair ‘TOP CENTRE PLATE’.
17.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
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11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 64 H’
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
02.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.03.1993 Repair ‘WHEEL SET’.
02.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘EMPTY LOAD VALVE’.
26.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 64 H’
27.07.1993 Repair ‘BOGIE SPRING’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
17.09.1993 Repair ‘STEP’.
17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
11.02.1994 Repair ‘TWIST LOCK’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 64 H’

12284



2.635. Wagon classification starting with ‘REN’

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 64 H’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.

RENY 65

Details: wagon ‘RENY 65 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FSQQ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 18.06.1996
Due Triple Valve: 20.07.1990
Last Triple Valve: 18.07.1989
Last Brake Cylinder: 08.05.1991
Last Lift: 23.04.1987
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.
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07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
18.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
01.07.1990 Repair ‘BRAKE BLOCK RB95’.
01.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1990 Repair ‘BOGIE COMPLETE’.
21.11.1990 Repair ‘BRAKE BLOCK RB95’.
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1990 Repair ‘TWIST LOCK’.
21.11.1990 Repair ‘WHEEL SET’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
26.02.1991 Repair ‘HANDRAILS’.
26.02.1991 Repair ‘SIDE STEP’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘WHEEL SET’.
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18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Repair ‘WHEEL SET’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
16.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
11.01.1992 Repair ‘TRAIN PIPE’.
11.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘SIDE STEP’.
14.01.1992 Repair ‘TRAIN PIPE (END)’.
14.01.1992 Repair ‘TWIST LOCK’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Repair ‘WHEEL SET’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Repair ‘WHEEL SET’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
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19.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
21.08.1993 Repair ‘END BRAKE COCK’.
21.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 65 Q’
17.12.1993 Repair ‘BOGIE SIDEFRAME’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 65 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 65 Q’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 65 Q’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 66

Details: wagon ‘RENY 66 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
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Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 13.07.1995
Due Triple Valve: 22.06.1993
Last Triple Valve: 02.07.1992
Last Single Car Test: 02.07.1992
Last Lift: 18.11.1986
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1989 Repair ‘DOOR COMPLETE’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
04.08.1989 Repair ‘STEP’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
24.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
03.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
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03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BRAKE BLOCK RB95’.
04.05.1990 Repair ‘VEHICLE COMPLETE’.
04.05.1990 Repair ‘WHEEL SET’.
04.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
04.07.1990 Repair ‘TWIST LOCK’.
04.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
07.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
17.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
15.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
14.05.1991 Repair ‘HANDRAILS’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.06.1991 Repair ‘SIDE STEP’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
21.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
06.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 66 C’
03.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
01.11.1991 Repair ‘BOGIE SPRING’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
21.02.1992 Repair ‘HANDRAILS END’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BRAKE BLOCK OTHER’.
18.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘WHEEL SET’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘TOP CENTRE PLATE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘WHEEL SET’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
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02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
04.08.1992 Repair ‘TWIST LOCK’.
04.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
11.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BEARERS’.
18.12.1992 Repair ‘BOGIE COMPLETE’.
18.12.1992 Repair ‘BRAKE BLOCK RB95’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Repair ‘WHEEL SET’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
13.02.1993 Repair ‘TWIST LOCK’.
13.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 66 C’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘VEHICLE COMPLETE’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘BRAKE LEVER’.
26.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Repair ‘WHEEL SET’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 66 C’
12.11.1993 Repair ‘BRAKE SPRING’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
01.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
11.02.1994 Repair ‘HANDRAILS END’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
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25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 66 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AENY 66 C’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.

RENY 67

Details: wagon ‘RENY 67 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 28.10.1996
Due Triple Valve: 01.02.1988
Last Triple Valve: 22.04.1992
Last Brake Cylinder: 22.08.1988
Last Lift: 22.04.1987
Cont Connector Type:] P
Cont Max Slots: 2
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21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
03.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

14.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘HANDRAILS’.
18.12.1990 Repair ‘SIDE STEP’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘WHEEL SET’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
27.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
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02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
03.09.1991 Repair ‘WEAR PLATES & SADDLES’.
03.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
04.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
01.11.1991 Repair ‘TWIST LOCK’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘TOP CENTRE PLATE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
16.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
14.08.1992 Repair ‘HANDRAILS END’.
14.08.1992 Repair ‘STEP’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘BOGIE BEARERS’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
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18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
09.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1993 Repair ‘BRAKE PULL ROD’.
09.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1993 Repair ‘COUPLER KNUCKLE’.
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘BRAKE PIN’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 67 L’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 67 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 67 L’
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10.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

RENY 68

Details: wagon ‘RENY 68 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FSQQ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS RZ RC CM CN CI
Return to Service Date: 30.10.1996
Due Triple Valve: 22.09.1988
Last Triple Valve: 26.06.1993
Last Brake Cylinder: 24.10.1991
Last Lift: 10.10.1986
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
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CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
02.10.1989 Repair ‘HANDRAILS’.
02.10.1989 Repair ‘SIDE STEP’.
02.10.1989 Repair ‘TWIST LOCK’.
02.10.1989 Repair ‘TWIST LOCK’.
02.10.1989 Repair ‘TWIST LOCK’.
02.10.1989 Repair ‘WHEEL SET’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘VEHICLE COMPLETE’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
02.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
23.10.1990 Repair ‘BOGIE BEARINGS’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘TWIST LOCK’.
27.11.1990 Repair ‘WHEEL SET’.
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27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
25.03.1991 Repair ‘BRAKE BLOCK RB95’.
25.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
17.05.1991 Repair ‘BRAKE BLOCK RB95’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘WHEEL SET’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
31.12.1991 Repair ‘TWIST LOCK’.
31.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE SIDEFRAME’.
02.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘HANDRAILS’.
18.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1992 Repair ‘SIDE STEP’.
18.12.1992 Repair ‘STANCHION’.
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18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Repair ‘WHEEL SET’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
23.03.1993 Repair ‘HANDRAILS’.
23.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BOGIE WEAR PLATES’.
06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘EMPTY LOAD VALVE’.
26.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1993 Repair ‘TRAIN PIPE’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘WHEEL SET’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
31.12.1993 Repair ‘TWIST LOCK’.
31.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 68 U’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 68 U’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 68 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 68 U’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 68 U’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
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04.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.

RENY 69

Details: wagon ‘RENY 69 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FSQQ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 18.06.1996
Due Triple Valve: 01.03.1996
Last Triple Valve: 28.06.1993
Last Lift: 10.03.1986
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

22.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
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22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘HANDRAILS’.
07.02.1990 Repair ‘SIDE STEP’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
14.03.1990 Repair ‘HANDRAILS END’.
14.03.1990 Repair ‘STEP’.
14.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 69 G’
04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 69 G’
25.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BEARINGS’.
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

23.09.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
02.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘TWIST LOCK’.
27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
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02.04.1991 Repair ‘TWIST LOCK’.
02.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘WHEEL SET’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
21.07.1991 Repair ‘BRAKE BLOCK RB95’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE BLOCK RB95’.
17.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘WHEEL SET’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE BEARINGS’.
30.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1992 Repair ‘COUPLER COMPLETE’.
30.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.10.1992 Repair ‘VEHICLE COMPLETE’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
05.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
06.01.1993 Repair ‘HANDRAILS’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
22.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
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28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘BRANCH PIPE’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.06.1993 Repair ‘END BRAKE COCK’.
28.06.1993 Repair ‘TRAIN PIPE’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘WHEEL SET’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 69 G’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 69 G’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 69 G’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 69 G’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
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03.10.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 71

Details: wagon ‘RENY 71 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FSQQ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 29.03.1996
Due Triple Valve: 01.03.1988
Last Triple Valve: 19.06.1992
Last Lift: 20.03.1986
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘HANDRAILS’.
29.11.1989 Repair ‘SIDE STEP’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
15.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BOLSTER’.
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘WHEEL SET’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
10.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
04.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

23.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
21.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
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12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘WHEEL SET’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Repair ‘WHEEL SET’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘ISOLATING COCK’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘WHEEL SET’.
19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
07.11.1992 Repair ‘TWIST LOCK’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BEARINGS’.
03.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
18.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1993 Repair ‘VEHICLE COMPLETE’.
18.06.1993 Repair ‘WHEEL SET’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
16.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 71 L’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 71 L’
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16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 71 L’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 71 L’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.

RENY 74

Details: wagon ‘RENY 74 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 11.10.1996
Last Brake Cylinder: 08.11.1991
Last Lift: 24.04.1987
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 74 P’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BEARINGS’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘SIDE STEP’.
09.11.1989 Repair ‘STEP’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘WHEEL SET’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘SIDE STEP’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 74 P’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 74 P’
29.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
31.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
28.08.1990 Repair ‘STEP’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

07.09.1990 Repair ‘STEP’.
07.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
14.12.1990 Repair ‘TWIST LOCK’.
14.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
02.07.1991 Repair ‘HANDRAILS’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
10.12.1991 Repair ‘STEP’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
31.12.1991 Repair ‘TWIST LOCK’.
31.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
23.06.1992 Repair ‘TWIST LOCK’.
23.06.1992 Repair ‘TWIST LOCK’.
23.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 74 P’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘WHEEL SET’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘YOKE COMPLETE’.
17.12.1992 Repair ‘YOKE PIN’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
16.02.1993 Repair ‘HANDRAILS’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 74 P’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘WHEEL SET’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘WHEEL SET’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.
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(NRC005)’. New class: ‘RENY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 74 P’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 74 P’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

RENY 100

Details: wagon ‘RENY 100 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY101)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 03.09.1996
Due Triple Valve: 08.10.1994
Last Brake Cylinder: 13.03.1993
Last Single Car Test: 30.07.1991
Last Lift: 14.02.1985
Cont Connector Type:] I
Cont Max Slots: 2
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17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

19.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BEARERS’.
19.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘STEP’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘HITCH SCREW MECHANISM’.
20.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 100 W’
10.05.1990 Repair ‘HITCH COMPLETE’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘HITCH PIVOT’.
17.05.1990 Repair ‘HITCH SCREW MECHANISM’.
17.05.1990 Repair ‘SIDE BEARER’.
17.05.1990 Repair ‘YOKE COMPLETE’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 100 W’
28.05.1990 Repair ‘HITCH SCREW MECHANISM’.
28.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 100 W’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
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30.01.1991 Repair ‘HITCH COMPLETE’.
30.01.1991 Repair ‘WHEEL SET’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
26.06.1991 Repair ‘BRAKE BLOCK RB95’.
26.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1991 Repair ‘WHEEL SET’.
16.07.1991 Repair ‘WHEEL SET’.
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 100 W’
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 100 W’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRANCH PIPE’.
27.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
22.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
06.11.1991 Repair ‘HITCH COMPLETE’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.06.1992 Repair ‘HITCH COMPLETE’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
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06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1992 Repair ‘VEHICLE RECLASSIFY’.
06.08.1992 Repair ‘YOKE PIN’.
06.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 100 W’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Repair ‘BRAKE PIN’.
14.01.1993 Repair ‘BRAKE PULL ROD’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
13.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1993 Repair ‘TWIST LOCK’.
13.03.1993 Repair ‘VEHICLE COMPLETE’.
13.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB101’.
19.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
09.09.1993 Repair ‘STEP’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.09.1993 Repair ‘BRAKE CONTROL PIPE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BRANCH PIPE’.
08.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘BRANCH PIPE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 100 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 100 W’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
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26.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RENY 101

Details: wagon ‘RENY 101 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RENY100)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 03.09.1996
Last Brake Cylinder: 07.04.1992
Last Single Car Test: 12.12.1988
Last Lift: 01.10.1980
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
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‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

12.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘HITCH PIVOT’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘WHEEL SET’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘BRANCH PIPE’.
08.02.1990 Repair ‘TRAIN PIPE (END)’.
08.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 101 X’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
10.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘HITCH SCREW MECHANISM’.
18.05.1990 Repair ‘TRAIN PIPE (END)’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
27.09.1990 Repair ‘HITCH LOCK MECHANISM’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
17.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AENY 101 X’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘HITCH SCREW MECHANISM’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

10.01.1992 Repair ‘HITCH COMPLETE’.
10.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 101 X’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 101 X’
19.02.1992 Repair ‘HITCH LOCK MECHANISM’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
02.03.1992 Repair ‘HITCH LOCK MECHANISM’.
02.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1992 Repair ‘VEHICLE RECLASSIFY’.
06.08.1992 Repair ‘YOKE PIN’.
06.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 101 X’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1993 Repair ‘COUPLER KNUCKLE’.
14.01.1993 Repair ‘EMPTY LOAD VALVE’.
14.01.1993 Repair ‘GRADE CONTROL VALVE’.
14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Repair ‘TWIST LOCK’.
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14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
13.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1993 Repair ‘TWIST LOCK’.
13.03.1993 Repair ‘VEHICLE COMPLETE’.
13.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘SHUNT PAD’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB101’.
19.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 101 X’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
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30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 101 X’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RENY 105

Details: wagon ‘RENY 105 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 29.10.1971
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY129)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 18.12.1995
Due Triple Valve: 02.10.1990
Last Triple Valve: 02.06.1993
Last Brake Cylinder: 01.07.1993
Last Lift: 20.08.1981
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘HITCH COMPLETE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BEARERS’.
16.01.1990 Repair ‘SIDE BEARER’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘TRAIN PIPE’.
16.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
07.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘HITCH SCREW MECHANISM’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
04.05.1990 Repair ‘HITCH SCREW MECHANISM’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
10.09.1990 Repair ‘HITCH LOCK MECHANISM’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1991 Repair ‘BRAKE PULL ROD’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
05.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘HITCH SCREW MECHANISM’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
17.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

29.08.1991 Repair ‘HITCH PIVOT’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE PULL ROD’.
02.09.1991 Repair ‘END BRAKE COCK’.
02.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.09.1991 Repair ‘HITCH SCREW MECHANISM’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE PULL ROD’.
22.10.1991 Repair ‘END BRAKE COCK’.
22.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘HITCH COMPLETE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Repair ‘HITCH PIVOT’.
05.12.1991 Repair ‘HITCH SCREW MECHANISM’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘HITCH SCREW MECHANISM’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BRAKE PULL ROD’.
20.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 105 V’
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘BRAKE BLOCK RB95’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘TOP CENTRE PLATE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
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18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
05.12.1992 Repair ‘HANDRAILS’.
05.12.1992 Repair ‘STEP’.
05.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘END HOSE’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘WHEEL SET’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1993 Repair ‘TRAIN PIPE’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 105 V’
02.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
14.01.1994 Repair ‘BRAKE LEVER’.
14.01.1994 Repair ‘BRAKE PIN’.
14.01.1994 Repair ‘BRAKE PULL ROD’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘WHEEL SET’.
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14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 105 V’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 105 V’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RENY 106

Details: wagon ‘RENY 106 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 08.07.1971
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY121)
BSG Code: FSQQ
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Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CI
Return to Service Date: 30.10.1996
Due Triple Valve: 05.05.1993
Last Brake Cylinder: 04.06.1990
Last Single Car Test: 20.11.1991
Last Lift: 10.11.1981
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘HITCH COMPLETE’.
04.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘HITCH SCREW MECHANISM’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
16.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘HITCH SCREW MECHANISM’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
05.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.07.1991 Repair ‘ISOLATING COCK’.
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11.07.1991 Repair ‘ISOLATING COCK’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 106 H’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 106 H’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE LEVER’.
22.07.1991 Repair ‘BRAKE PIN’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

08.08.1991 Repair ‘HITCH COMPLETE’.
08.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 106 H’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘HITCH COMPLETE’.
15.08.1991 Repair ‘HITCH SCREW MECHANISM’.
15.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1991 Repair ‘BRAKE PULL ROD’.
28.08.1991 Repair ‘TRAIN PIPE (END)’.
28.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 106 H’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE COMPLETE’.
18.11.1991 Repair ‘BRAKE LEVER’.
18.11.1991 Repair ‘BRAKE PULL ROD’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1991 Repair ‘TRAIN PIPE’.
18.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 106 H’
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
10.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 106 H’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE COMPLETE’.

12328



2.635. Wagon classification starting with ‘REN’

05.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.05.1992 Repair ‘WHEEL SET’.
05.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRAKE PULL ROD’.
14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BRAKE PULL ROD’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
10.07.1993 Repair ‘TWIST LOCK’.
10.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
12.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 106 H’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 106 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.
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(NRC005)’. New class: ‘RENY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 106 H’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 106 H’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.

RENY 107

Details: wagon ‘RENY 107 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 12.08.1971
Operating System: AN
Intended Use: CONTAINERS REFRG
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Remarks: EX AENY (PERM. COUPLED TO RENY146)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 17.06.1996
Due Triple Valve: 12.02.1997
Last Brake Cylinder: 22.04.1992
Last Single Car Test: 25.02.1993
Last Lift: 23.10.1986
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

26.09.1989 Repair ‘HITCH PIVOT’.
26.09.1989 Repair ‘HITCH SCREW MECHANISM’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 107 Q’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 107 Q’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BEARINGS’.
12.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 107 Q’
14.12.1989 Repair ‘HITCH LOCK MECHANISM’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
31.01.1990 Repair ‘HITCH SCREW MECHANISM’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1990 Repair ‘BOGIE SPRING’.
03.09.1990 Repair ‘BRAKE LEVER’.
03.09.1990 Repair ‘BRAKE PIN’.
03.09.1990 Repair ‘BRAKE PULL ROD’.
03.09.1990 Repair ‘HITCH COMPLETE’.
03.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
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19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
04.10.1990 Repair ‘HITCH COMPLETE’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘HITCH COMPLETE’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 107 Q’
06.02.1991 Repair ‘BRAKE BLOCK RB95’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
22.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1991 Repair ‘HITCH COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘HITCH COMPLETE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘HITCH LOCK MECHANISM’.
21.05.1991 Repair ‘HITCH PIVOT’.
21.05.1991 Repair ‘HITCH SCREW MECHANISM’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘END BRAKE COCK’.
04.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 107 Q’
11.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AENY 107 Q’

19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.03.1992 Repair ‘ISOLATING COCK’.
04.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 107 Q’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘HITCH COMPLETE’.
22.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Repair ‘SIDE BEARER’.
30.07.1992 Repair ‘VEHICLE RECLASSIFY’.
30.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 107 Q’
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘VEHICLE STENCILS’.
05.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 107 Q’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
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18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
29.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
28.08.1993 Repair ‘BRAKE BLOCK RB95’.
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘TRAIN PIPE (END)’.
21.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 107 Q’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
30.10.1993 Repair ‘BRAKE BLOCK RB95’.
30.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 107 Q’
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 107 Q’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Repair ‘WHEEL SET’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 107 Q’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
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06.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 109

Details: wagon ‘RENY 109 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY120)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 18.06.1996
Last Triple Valve: 07.03.1992
Last Brake Cylinder: 05.04.1990
Last Single Car Test: 20.04.1989
Last Lift: 02.09.1986
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.
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24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

23.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.03.1990 Repair ‘EMPTY LOAD VALVE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 109 L’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
13.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
05.10.1990 Repair ‘HITCH SCREW MECHANISM’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘HANDRAILS END’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BOGIE BEARERS’.
14.10.1991 Repair ‘SIDE BEARER’.
14.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 109 L’
20.12.1991 Repair ‘VEHICLE RECLASSIFY’.
20.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 109 L’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 109 L’
14.01.1992 Repair ‘TWIST LOCK’.
14.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘TWIST LOCK’.
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11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘VEHICLE COMPLETE’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘BOGIE BOLSTER’.
07.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.03.1992 Repair ‘TWIST LOCK’.
07.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘SIDE STEP’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘EMPTY LOAD VALVE’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
16.01.1993 Repair ‘HANDRAILS’.
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1993 Repair ‘BRAKE LEVER’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
28.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
18.09.1993 Repair ‘HANDRAILS END’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.09.1993 Repair ‘BRANCH PIPE’.
21.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 109 L’
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AENY 109 L’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BEARERS’.
15.12.1993 Repair ‘SIDE BEARER’.
15.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 109 L’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 109 L’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
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08.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 114

Details: wagon ‘RENY 114 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY117)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CI
Return to Service Date: 14.11.1995
Last Triple Valve: 06.01.1994
Last Brake Cylinder: 26.05.1992
Last Single Car Test: 17.01.1990
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

26.08.1989 Repair ‘HANDRAILS END’.
26.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 114 U’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘UNDERFRAME COMPLETE’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 114 U’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.02.1990 Repair ‘END BRAKE COCK’.
05.02.1990 Repair ‘HITCH LOCK MECHANISM’.
05.02.1990 Repair ‘HITCH SCREW MECHANISM’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘STEP’.
08.02.1990 Repair ‘TRAIN PIPE (END)’.
08.02.1990 Repair ‘TRAIN PIPE’.
08.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 114 U’
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘EMPTY LOAD VALVE’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
25.10.1990 Repair ‘HITCH COMPLETE’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
26.10.1990 Repair ‘HITCH COMPLETE’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
27.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1990 Repair ‘HITCH COMPLETE’.
27.10.1990 Repair ‘HITCH SCREW MECHANISM’.
27.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1990 Repair ‘VEHICLE COMPLETE’.
27.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB101’.
06.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘HITCH COMPLETE’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
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22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 114 U’
03.02.1992 Repair ‘HITCH LOCK MECHANISM’.
03.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.02.1992 Repair ‘HITCH COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BEARERS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 114 U’
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
27.05.1992 Repair ‘VEHICLE STENCILS’.
27.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 114 U’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BRAKE BLOCK RB95’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
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09.02.1993 Repair ‘TWIST LOCK’.
09.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 114 U’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK RB95’.
17.04.1993 Repair ‘CARD OR CLIP HOLDER’.
17.04.1993 Repair ‘COUPLER KNUCKLE’.
17.04.1993 Repair ‘TOP CENTRE PLATE’.
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘WHEEL SET’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘SHUNT PAD’.
28.09.1993 Repair ‘SHUNT PAD’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
06.01.1994 Repair ‘BOGIE BEARERS’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 114 U’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BEARERS’.
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18.01.1994 Repair ‘SIDE BEARER’.
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 114 U’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 114 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 114 U’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.

RENY 115

Details: wagon ‘RENY 115 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
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Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY126)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CI
Return to Service Date: 16.06.1996
Last Triple Valve: 23.08.1990
Last Brake Cylinder: 10.02.1993
Last Single Car Test: 02.07.1991
Last Lift: 01.08.1981
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘TRAIN PIPE (END)’.
09.02.1990 Repair ‘TRAIN PIPE’.
09.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘HITCH SCREW MECHANISM’.
14.02.1990 Repair ‘STEP’.
14.02.1990 Repair ‘WHEEL SET’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘EMPTY LOAD VALVE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘WHEEL SET’.
09.03.1990 Repair ‘WHEEL SET’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1990 Repair ‘COUPLER KNUCKLE’.
31.05.1990 Repair ‘HITCH LOCK MECHANISM’.
31.05.1990 Repair ‘HITCH SCREW MECHANISM’.
31.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘TRAIN PIPE (END)’.
05.07.1990 Repair ‘WHEEL SET’.
05.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘GRADE CONTROL VALVE’.
14.07.1990 Repair ‘HITCH COMPLETE’.
14.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
30.07.1990 Repair ‘HITCH COMPLETE’.
30.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
16.08.1990 Repair ‘BOGIE BEARINGS’.
16.08.1990 Repair ‘HITCH COMPLETE’.
16.08.1990 Repair ‘HITCH SCREW MECHANISM’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘WHEEL SET’.
13.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
01.10.1990 Repair ‘HITCH SCREW MECHANISM’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
04.12.1990 Repair ‘BOGIE BEARINGS’.
04.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
11.12.1990 Repair ‘HITCH COMPLETE’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AENY 115 G’
17.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘HITCH COMPLETE’.
28.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘HITCH SCREW MECHANISM’.
31.05.1991 Repair ‘HITCH SCREW MECHANISM’.
31.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1991 Repair ‘WHEEL SET’.
31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘HITCH COMPLETE’.
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
28.06.1991 Issued at location ‘Saddleworth’ with a previous code of wagon

‘AENY 115 G’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘TWIST LOCK’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘WHEEL SET’.
11.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 115 G’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BEARERS’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1992 Repair ‘END COMPLETE’.
13.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘SIDE BEARER’.
13.02.1992 Repair ‘VEHICLE RECLASSIFY’.
13.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘AENY 115 G’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘HANDRAILS’.
18.06.1992 Repair ‘SIDE STEP’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘WHEEL SET’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BRANCH PIPE’.
01.07.1993 Repair ‘ISOLATING COCK’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 115 G’
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE SPRING’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
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24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 115 G’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 115 G’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 116

Details: wagon ‘RENY 116 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY136)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 16.11.1995
Last Triple Valve: 25.11.1988
Last Brake Cylinder: 02.05.1989
Last Single Car Test: 04.10.1990
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘TOP CENTRE PLATE’.
31.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 116 P’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘END HOSE’.
15.01.1990 Repair ‘HITCH COMPLETE’.
15.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 116 P’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
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14.02.1990 Repair ‘HITCH COMPLETE’.
14.02.1990 Repair ‘HITCH LOCK MECHANISM’.
14.02.1990 Repair ‘HITCH SCREW MECHANISM’.
14.02.1990 Repair ‘VEHICLE COMPLETE’.
14.02.1990 Repair ‘WHEEL SET’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
04.07.1990 Repair ‘HITCH SCREW MECHANISM’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘HITCH COMPLETE’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 116 P’
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘EMPTY LOAD VALVE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
01.09.1990 Repair ‘HITCH COMPLETE’.
01.09.1990 Repair ‘WHEEL SET’.
01.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
26.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 116 P’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘BRAKE PULL ROD’.
03.10.1990 Repair ‘COUPLER COMPLETE’.
03.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1990 Repair ‘SIDE BEARER’.
03.10.1990 Repair ‘TOP CENTRE PLATE’.
03.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 116 P’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘HITCH COMPLETE’.
02.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 116 P’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Repair ‘VEHICLE RETARE’.
11.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 116 P’
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07.04.1992 Repair ‘TWIST LOCK’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘COUPLER KNUCKLE’.
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘EMPTY LOAD VALVE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1993 Repair ‘BRAKE BLOCK RB95’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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28.01.1993 Repair ‘WHEEL SET’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Repair ‘WHEEL SET’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
14.09.1993 Repair ‘HANDRAILS’.
14.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BRAKE BLOCK RB95’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
04.01.1994 Repair ‘HANDRAILS’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
04.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 116 P’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 116 P’
05.04.1994 Repair ‘END HOSE’.
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 116 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 116 P’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
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04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 116 P’
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 116 P’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.

RENY 117

Details: wagon ‘RENY 117 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RENY114)
BSG Code: FSQQ

Capacity of 42 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CI
Return to Service Date: 20.02.1996
Due Triple Valve: 01.03.1995
Last Triple Valve: 02.04.1993
Last Brake Cylinder: 26.05.1992
Last Single Car Test: 30.05.1989
Last Lift: 20.03.1985
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘HITCH COMPLETE’.
05.07.1989 Repair ‘HITCH SCREW MECHANISM’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 117 B’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1990 Repair ‘WHEEL SET’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘HITCH SCREW MECHANISM’.
19.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 117 B’
01.08.1990 Repair ‘HITCH COMPLETE’.
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01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AENY 117 B’

02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1990 Repair ‘EMPTY LOAD VALVE’.
02.10.1990 Repair ‘HITCH COMPLETE’.
02.10.1990 Repair ‘WHEEL SET’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
19.10.1990 Repair ‘BOGIE BEARINGS’.
19.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
25.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘HITCH COMPLETE’.
25.03.1991 Repair ‘HITCH LOCK MECHANISM’.
25.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

02.10.1991 Repair ‘HITCH SCREW MECHANISM’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘TRAIN PIPE (END)’.
04.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 117 B’
16.10.1991 Repair ‘STEP’.
16.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.02.1992 Repair ‘HITCH LOCK MECHANISM’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BEARERS’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 117 B’
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
27.05.1992 Repair ‘VEHICLE STENCILS’.
27.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 117 B’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BEARINGS’.
27.11.1992 Repair ‘BRAKE BLOCK RB95’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BRAKE BLOCK RB95’.
17.04.1993 Repair ‘CARD OR CLIP HOLDER’.
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17.04.1993 Repair ‘COUPLER KNUCKLE’.
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
26.06.1993 Repair ‘HANDRAILS’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
27.06.1993 Repair ‘HANDRAILS’.
27.06.1993 Repair ‘TWIST LOCK’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
06.07.1993 Repair ‘HANDRAILS’.
06.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
25.09.1993 Repair ‘TWIST LOCK’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BEARERS’.
28.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘SHUNT PAD’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘EMPTY LOAD VALVE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
07.01.1994 Repair ‘HANDRAILS’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 117 B’
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12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 117 B’
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 117 B’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.

RENY 120

Details: wagon ‘RENY 120 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY109)
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BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 18.06.1996
Last Triple Valve: 07.03.1992
Last Brake Cylinder: 30.09.1991
Last Single Car Test: 14.12.1989
Last Lift: 01.10.1980
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘TRAIN PIPE (END)’.
04.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 120 P’
14.08.1989 Repair ‘BOGIE SPRING’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
13.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
02.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1989 Repair ‘COUPLER KNUCKLE’.
02.12.1989 Repair ‘EMPTY LOAD VALVE’.
02.12.1989 Repair ‘GRADE CONTROL VALVE’.
02.12.1989 Repair ‘HITCH COMPLETE’.
02.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘TRAIN PIPE (END)’.
14.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 120 P’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
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20.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘HITCH COMPLETE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘EMPTY LOAD VALVE’.
13.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
12.02.1990 Repair ‘HITCH SCREW MECHANISM’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘HITCH SCREW MECHANISM’.
19.04.1990 Repair ‘VEHICLE COMPLETE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘CARD OR CLIP HOLDER’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘STEP’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘HITCH COMPLETE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1990 Repair ‘WHEEL SET’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
18.10.1990 Repair ‘BOGIE BEARINGS’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
06.12.1990 Repair ‘HANDRAILS’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘HITCH SCREW MECHANISM’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
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21.01.1991 Repair ‘HITCH LOCK MECHANISM’.
21.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘HITCH COMPLETE’.
24.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 120 P’
25.01.1991 Repair ‘STEP’.
25.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1991 Repair ‘HITCH LOCK MECHANISM’.
06.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘HITCH COMPLETE’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘HITCH LOCK MECHANISM’.
14.08.1991 Repair ‘HITCH SCREW MECHANISM’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘HITCH COMPLETE’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
20.12.1991 Repair ‘VEHICLE RECLASSIFY’.
20.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 120 P’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘VEHICLE COMPLETE’.
11.02.1992 Repair ‘VEHICLE COMPLETE’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘SIDE STEP’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘EMPTY LOAD VALVE’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
16.01.1993 Repair ‘HANDRAILS’.
16.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
30.03.1993 Repair ‘STEP’.
30.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
18.09.1993 Repair ‘TWIST LOCK’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘BRAKE PULL ROD’.
21.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 120 P’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘ISOLATING COCK’.
15.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 120 P’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘TWIST LOCK’.
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18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
19.02.1994 Repair ‘TWIST LOCK’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 120 P’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 120 P’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 121

Details: wagon ‘RENY 121 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
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Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY106)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 03.04.1996
Due Triple Valve: 03.09.1992
Last Triple Valve: 27.11.1992
Last Brake Cylinder: 03.09.1991
Last Single Car Test: 30.07.1991
Last Lift: 27.08.1986
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.07.1989 Repair ‘TRAIN PIPE (END)’.
12.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘EMPTY LOAD VALVE’.
14.08.1989 Repair ‘HITCH SCREW MECHANISM’.
14.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1989 Repair ‘STEP’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Repair ‘HITCH SCREW MECHANISM’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘WHEEL SET’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE LEVER’.
14.12.1989 Repair ‘BRAKE PIN’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.

12364



2.635. Wagon classification starting with ‘REN’

14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BEARERS’.
16.01.1990 Repair ‘SIDE BEARER’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘TRAIN PIPE’.
16.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
21.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
03.08.1990 Repair ‘HITCH SCREW MECHANISM’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BEARINGS’.
07.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
10.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
17.08.1990 Repair ‘HITCH SCREW MECHANISM’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
31.05.1991 Repair ‘HITCH LOCK MECHANISM’.
31.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
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17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 121 B’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

01.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.08.1991 Repair ‘BRAKE LEVER’.
01.08.1991 Repair ‘BRAKE SPRING’.
01.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘EMPTY LOAD VALVE’.
01.08.1991 Repair ‘GRADE CONTROL VALVE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRANCH PIPE’.
03.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
29.10.1991 Repair ‘HITCH SCREW MECHANISM’.
29.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 121 B’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Repair ‘END COMPLETE’.
10.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 121 B’
21.04.1992 Repair ‘BOGIE COMPLETE’.
21.04.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 121 B’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.05.1992 Repair ‘COUPLER KNUCKLE’.
05.05.1992 Repair ‘VEHICLE COMPLETE’.
05.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.

12366



2.635. Wagon classification starting with ‘REN’

19.06.1992 Repair ‘WHEEL SET’.
19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BRAKE BLOCK RB95’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘EMPTY LOAD VALVE’.
19.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
21.10.1993 Repair ‘SIDE STEP’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
25.12.1993 Repair ‘HANDRAILS END’.
25.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 121 B’
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15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 121 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 121 B’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 121 B’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.

RENY 126

Details: wagon ‘RENY 126 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY115)
BSG Code: FSQQ

Capacity of 42 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CI
Return to Service Date: 16.06.1996
Due Triple Valve: 01.04.1991
Last Brake Cylinder: 29.05.1990
Last Lift: 24.04.1981
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1990 Repair ‘HANDRAILS END’.
29.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1990 Repair ‘STEP’.
29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BEARERS’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘END COMPLETE’.
13.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘SIDE BEARER’.
13.02.1992 Repair ‘VEHICLE RECLASSIFY’.
13.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 126 A’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘HANDRAILS’.
18.06.1992 Repair ‘SIDE STEP’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘TWIST LOCK’.
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10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
23.05.1993 Repair ‘HANDRAILS’.
23.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 126 A’
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
18.09.1993 Repair ‘END SILL’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
18.12.1993 Repair ‘BRAKE BLOCK RB95’.
18.12.1993 Repair ‘BRAKE PIN’.
18.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 126 A’
25.12.1993 Repair ‘STEP’.
25.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 126 A’
22.01.1994 Repair ‘TWIST LOCK’.
22.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 126 A’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 126 A’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
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17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 126 A’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 129

Details: wagon ‘RENY 129 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY105)
BSG Code: FSQQ

Capacity of 42 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 16.10.1995
Last Triple Valve: 09.12.1993
Last Brake Cylinder: 21.07.1988
Last Single Car Test: 01.05.1989
Last Lift: 21.09.1984
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

14.08.1989 Repair ‘HITCH COMPLETE’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Repair ‘HITCH SCREW MECHANISM’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 129 E’
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘END BRAKE COCK’.
07.02.1990 Repair ‘HITCH COMPLETE’.
07.02.1990 Repair ‘HITCH SCREW MECHANISM’.
07.02.1990 Repair ‘RELAY VALVE’.
07.02.1990 Repair ‘STEP’.
07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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07.02.1990 Repair ‘WEAR PLATES & SADDLES’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘HITCH LOCK MECHANISM’.
17.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 129 E’
31.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.07.1990 Repair ‘HITCH COMPLETE’.
31.07.1990 Repair ‘WHEEL SET’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘WHEEL SET’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘TRAIN PIPE’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 129 E’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BRAKE PULL ROD’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1991 Repair ‘WHEEL SET’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘HITCH COMPLETE’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
06.07.1991 Repair ‘HITCH LOCK MECHANISM’.
06.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
30.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘BRAKE PULL ROD’.
21.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
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21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
25.10.1991 Repair ‘TRAIN PIPE (END)’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
04.11.1991 Repair ‘HITCH SCREW MECHANISM’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
22.11.1991 Repair ‘VEHICLE COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘END BRAKE COCK’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘HITCH COMPLETE’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 129 E’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘TOP CENTRE PLATE’.
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘TOP CENTRE PLATE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AENY 129 E’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BRAKE PULL ROD’.
01.07.1993 Repair ‘HOSE FITTINGS’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 129 E’
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
02.10.1993 Repair ‘TWIST LOCK’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
10.12.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 129 E’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘BRAKE LEVER’.
14.01.1994 Repair ‘BRAKE PULL ROD’.
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14.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 129 E’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 129 E’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.

RENY 136

Details: wagon ‘RENY 136 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
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Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY116)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 16.11.1995
Last Triple Valve: 19.07.1988
Last Brake Cylinder: 21.02.1991
Last Single Car Test: 13.09.1989
Last Lift: 20.10.1981
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘STEP’.
03.07.1989 Repair ‘WHEEL SET’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
24.07.1989 Repair ‘HITCH SCREW MECHANISM’.
24.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 136 X’
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘END BRAKE COCK’.
12.09.1989 Repair ‘END HOSE’.
12.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1989 Repair ‘TOP CENTRE PLATE’.
12.09.1989 Repair ‘TRAIN PIPE (END)’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 136 X’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
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11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘AENY 136 X’

06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘END BRAKE COCK’.
21.02.1991 Repair ‘HITCH COMPLETE’.
21.02.1991 Repair ‘HITCH SCREW MECHANISM’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
06.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.07.1991 Repair ‘CARD OR CLIP HOLDER’.
08.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
08.07.1991 Repair ‘HITCH COMPLETE’.
08.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR

REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
11.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 136 X’
02.05.1992 Repair ‘TWIST LOCK’.
02.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.05.1992 Repair ‘COUPLER KNUCKLE’.
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Repair ‘SIDE STEP’.
22.05.1992 Repair ‘TOP CENTRE PLATE’.
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22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
04.07.1992 Repair ‘TWIST LOCK’.
04.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘EMPTY LOAD VALVE’.
14.07.1992 Repair ‘GRADE CONTROL VALVE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘BRAKE LEVER’.
12.08.1992 Repair ‘BRAKE LEVER’.
12.08.1992 Repair ‘BRAKE PIN’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
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04.11.1992 Repair ‘TOP CENTRE PLATE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
28.01.1993 Repair ‘STANCHION’.
28.01.1993 Repair ‘STANCHION’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BRAKE BLOCK RB95’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
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25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
04.01.1994 Repair ‘STANCHION’.
04.01.1994 Repair ‘STANCHION’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 136 X’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 136 X’
05.04.1994 Repair ‘STEP’.
05.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 136 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 136 X’
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 136 X’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
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RENY 146

Details: wagon ‘RENY 146 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 12.08.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY (PERM. COUPLED TO RENY107)
BSG Code: FSQQ

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 17.06.1996
Last Triple Valve: 27.01.1990
Last Brake Cylinder: 14.01.1992
Last Single Car Test: 21.06.1989
Last Lift: 21.05.1981
Cont Connector Type:] I
Cont Max Slots: 2

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘WHEEL SET’.
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24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
31.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘END BRAKE COCK’.
26.09.1989 Repair ‘END HOSE’.
26.09.1989 Repair ‘WHEEL SET’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘HITCH SCREW MECHANISM’.
06.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
11.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1989 Repair ‘BRAKE BLOCK RB95’.
11.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.11.1989 Repair ‘VEHICLE COMPLETE’.
11.11.1989 Repair ‘WHEEL SET’.
11.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
20.01.1990 Repair ‘BRANCH PIPE’.
20.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘HITCH COMPLETE’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
25.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
27.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
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02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRANCH PIPE’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘END BRAKE COCK’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
30.03.1990 Repair ‘HITCH COMPLETE’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
14.04.1990 Repair ‘STEP’.
14.04.1990 Repair ‘STEP’.
14.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 146 Q’
23.05.1990 Repair ‘HITCH SCREW MECHANISM’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘HITCH SCREW MECHANISM’.
03.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 146 Q’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.10.1990 Repair ‘HITCH COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
25.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘HITCH COMPLETE’.
03.12.1990 Repair ‘HITCH SCREW MECHANISM’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘HITCH COMPLETE’.
30.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 146 Q’
08.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
31.07.1991 Alteration complete ‘CONVERT 12‘AFSY’ WAGONS TO ‘AENY’ FOR
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REFRIGERATED FREIGHT. RECLASSIFY WAGONS TO ‘AENY‘. AFSY 12 NO. TO
BE SELECTED. (RS4633)’. New class: ‘AENY’.

16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 146 Q’
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 146 Q’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1992 Repair ‘BRAKE BLOCK RB95’.
31.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
09.04.1992 Repair ‘END HOSE’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Repair ‘SIDE BEARER’.
30.07.1992 Repair ‘VEHICLE RECLASSIFY’.
30.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AENY 146 Q’
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘VEHICLE STENCILS’.
05.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AENY 146 Q’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
11.09.1993 Repair ‘TWIST LOCK’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BRAKE PULL ROD’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1993 Repair ‘TRAIN PIPE’.
21.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 146 Q’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 146 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 146 Q’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 2293

Details: wagon ‘RENY 2293 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 04.06.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 08.10.1996
Due Triple Valve: 05.09.1993
Last Triple Valve: 06.07.1988
Last Brake Cylinder: 12.09.1988
Last Single Car Test: 06.07.1988
Last Lift: 25.08.1976
Cont Connector Type:] P
Cont Max Slots: 2
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21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘END HOSE’.
01.12.1989 Repair ‘SIDE STEP’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘WHEEL SET’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
10.08.1990 Repair ‘TWIST LOCK’.
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10.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2293 C’
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
22.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
29.03.1991 Repair ‘BRAKE BLOCK RB95’.
29.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
26.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
06.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 2293 C’
13.08.1991 Repair ‘BOGIE SIDEFRAME’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1991 Repair ‘BRAKE PULL ROD’.
21.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1991 Repair ‘TWIST LOCK’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
18.10.1991 Repair ‘HANDRAILS’.
18.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
10.01.1992 Repair ‘TWIST LOCK’.
10.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2293 C’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
21.02.1992 Repair ‘HANDRAILS END’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
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02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
28.04.1992 Repair ‘HANDRAILS’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2293 C’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1992 Repair ‘BOGIE SPRING’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
24.10.1992 Repair ‘EMPTY LOAD VALVE’.
24.10.1992 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Repair ‘WHEEL SET’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
27.10.1992 Repair ‘STEP’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
08.12.1992 Repair ‘HANDRAILS END’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.12.1992 Repair ‘STANCHION’.
18.12.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Repair ‘YOKE PIN’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
09.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
09.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2293 C’
06.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1993 Repair ‘BOGIE SIDEFRAME’.
06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘WHEEL SET’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
14.12.1993 Repair ‘BRAKE PIN’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
17.12.1993 Repair ‘HANDRAILS’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BEARERS’.
31.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.12.1993 Repair ‘HAND RELEASE (AIR)’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2293 C’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2293 C’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
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20.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.

RENY 2296

Details: wagon ‘RENY 2296 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 26.05.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 01.12.1995
Last Triple Valve: 25.10.1991
Last Brake Cylinder: 08.05.1993
Last Lift: 21.08.1981
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.
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24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2296 G’
08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
03.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
04.07.1990 Repair ‘DOOR FRAME’.
04.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2296 G’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2296 G’
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

06.11.1990 Repair ‘END HOSE’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
24.11.1990 Repair ‘END HOSE’.
24.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
19.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1991 Repair ‘BRAKE LEVER’.
19.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1991 Repair ‘COUPLER KNUCKLE’.
19.01.1991 Repair ‘TWIST LOCK’.
19.01.1991 Repair ‘TWIST LOCK’.
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19.01.1991 Repair ‘TWIST LOCK’.
19.01.1991 Repair ‘WHEEL SET’.
19.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
09.07.1991 Repair ‘STEP’.
09.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
02.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 2296 G’
06.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 2296 G’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
01.11.1991 Repair ‘STEP’.
01.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Repair ‘WHEEL SET’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1992 Repair ‘BOGIE COMPLETE’.
21.04.1992 Repair ‘BRAKE LEVER’.
21.04.1992 Repair ‘END BRAKE COCK’.
21.04.1992 Repair ‘END HOSE’.
21.04.1992 Repair ‘HANDRAILS’.
21.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1992 Repair ‘SIDE STEP’.
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21.04.1992 Repair ‘TOP CENTRE PLATE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.04.1992 Repair ‘WHEEL SET’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BRAKE LEVER’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1992 Repair ‘STANCHION’.
18.12.1992 Repair ‘STANCHION’.
18.12.1992 Repair ‘STANCHION’.
18.12.1992 Repair ‘STANCHION’.
18.12.1992 Repair ‘WHEEL SET’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘TOP CENTRE PLATE’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE SPRING’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
22.06.1993 Repair ‘TWIST LOCK’.
22.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘SIDE STEP’.
26.06.1993 Repair ‘STEP’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1993 Repair ‘BRAKE LEVER’.
19.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2296 G’
22.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2296 G’
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
01.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2296 G’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2296 G’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2296 G’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
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RENY 2299

Details: wagon ‘RENY 2299 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 16.07.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FSQQ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 19.06.1996
Last Triple Valve: 14.04.1993
Last Lift: 31.12.1980
Cont Connector Type:] P
Cont Max Slots: 2

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘EMPTY LOAD VALVE’.
21.09.1989 Repair ‘HANDRAILS’.
21.09.1989 Repair ‘SIDE STEP’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRAKE BLOCK RB95’.
29.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AENY 2299 K’

29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AENY 2299 K’

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE BLOCK RB95’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘STANCHION’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
19.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2299 K’
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRAKE BLOCK RB95’.
20.04.1990 Repair ‘BRAKE LEVER’.
20.04.1990 Repair ‘BRAKE PULL ROD’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘WHEEL SET’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘TWIST LOCK’.
18.05.1990 Repair ‘TWIST LOCK’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

12398



2.635. Wagon classification starting with ‘REN’

11.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1990 Repair ‘BRAKE BLOCK RB95’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1990 Repair ‘TWIST LOCK’.
11.06.1990 Repair ‘TWIST LOCK’.
11.06.1990 Repair ‘TWIST LOCK’.
11.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BEARINGS’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘WHEEL SET’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
05.09.1990 Alteration ‘FIT LOCKING HOOK & CHAIN TO COUPLER LIFTERS ONLY

TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED BY ELECTRICAL
CABLE. AENY. (RS4540)’.

11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
21.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 2299 K’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
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07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
06.10.1991 Repair ‘BRAKE BLOCK RB95’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
27.02.1993 Repair ‘HANDRAILS’.
27.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE BLOCK RB95’.
14.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
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14.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1993 Repair ‘EMPTY LOAD VALVE’.
14.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BEARINGS’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
16.07.1993 Repair ‘HANDRAILS’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
01.10.1993 Repair ‘TWIST LOCK’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
17.10.1993 Repair ‘TWIST LOCK’.
17.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AENY 2299 K’
29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 2299 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.
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(NRC005)’. New class: ‘RENY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 2299 K’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

RENY 3198

Details: wagon ‘RENY 3198 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NN 82G
Date Built: 11.09.1970
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AENY
BSG Code: FBQQ

Capacity of 50 tonnes
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Fleet Grp Code: RZ RC HS CM CN AD CI
Return to Service Date: 05.06.1996
Last Triple Valve: 29.06.1993
Last Brake Cylinder: 21.11.1991
Last Lift: 08.10.1982
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘RECLASSIFY ‘AQNY’ WAGONS TO ‘AENY’ WAGONS
FOR REFRIGERATED CONTAINER TRAFFIC. (RS4283)’. New class: ‘AENY’.

24.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEPS TO 13 NO. ‘AENY’
WAGONS TO DRG. A2/W1-7. AENY (RS4422)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
26.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘HANDRAILS’.
29.12.1989 Repair ‘SIDE STEP’.
29.12.1989 Repair ‘SIDE STEP’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
23.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1990 Repair ‘BOGIE BEARERS’.
24.03.1990 Repair ‘TWIST LOCK’.
24.03.1990 Repair ‘TWIST LOCK’.
24.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
03.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AENY 3198 A’

07.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
22.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1990 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
11.07.1990 Repair ‘TWIST LOCK’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE. AENY. (RS4540)’.

22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.10.1990 Repair ‘DRAFT GEAR POCKET’.
22.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1990 Repair ‘TWIST LOCK’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘YOKE CARRIER’.
07.11.1990 Repair ‘YOKE PIN’.
07.11.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
01.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

12404



2.635. Wagon classification starting with ‘REN’

01.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AENY 3198 A’

19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
25.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
02.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
26.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
02.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AENY 3198 A’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘WHEEL SET’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.10.1991 Repair ‘BRAKE LEVER’.
18.10.1991 Repair ‘BRAKE PULL ROD’.
18.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
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21.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1991 Repair ‘RELAY VALVE’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
07.12.1991 Repair ‘TWIST LOCK’.
07.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AENY 3198 A’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BEARINGS’.
03.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘END BRAKE COCK’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
09.04.1993 Repair ‘TWIST LOCK’.
09.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE BEARINGS’.
29.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.

12406



2.635. Wagon classification starting with ‘REN’

29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘WHEEL SET’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AENY 3198 A’
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
30.11.1993 Repair ‘AXLEBOX’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AENY’ FLAT WAGONS TO ‘RENY‘.

(NRC005)’. New class: ‘RENY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AENY 3198 A’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AENY 3198 A’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AENY 3198 A’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
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2.636 Wagon classification starting with ‘REO’

REOY 1609

Details: wagon ‘REOY 1609 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 21.08.1959
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY (PERM. COUPLED TO REOY1681)
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CI AD
Return to Service Date: 03.08.1996
Due Triple Valve: 05.12.1992
Last Brake Cylinder: 25.10.1990
Last Lift: 09.01.1982
Cont Connector Type:] P
Cont Max Slots: 2

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(2) PAIRS OF ‘AEOY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGONS NUMBERS
INVOLVED. AEOY. (RS4405)’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘HANDRAILS’.
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17.07.1989 Repair ‘SIDE BEARER’.
17.07.1989 Repair ‘SIDE STEP’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
24.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
24.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1989 Repair ‘BRAKE PULL ROD’.
24.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BEARERS’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘SIDE BEARER’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.05.1990 Repair ‘VEHICLE COMPLETE’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

20.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Repair ‘BRAKE LEVER’.
29.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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29.09.1990 Repair ‘VEHICLE COMPLETE’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1991 Repair ‘BRAKE BLOCK RB95’.
12.01.1991 Repair ‘BRAKE LEVER’.
12.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1991 Repair ‘COUPLER KNUCKLE’.
12.01.1991 Repair ‘EMPTY LOAD VALVE’.
12.01.1991 Repair ‘GRADE CONTROL VALVE’.
12.01.1991 Repair ‘TOP CENTRE PLATE’.
12.01.1991 Repair ‘TWIST LOCK’.
12.01.1991 Repair ‘WHEEL SET’.
12.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.05.1991 Repair ‘TOP CENTRE PLATE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘YOKE CARRIER’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BRAKE BLOCK RB101’.
05.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘EMPTY LOAD VALVE’.
05.12.1991 Repair ‘SIDE BEARER’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘EMPTY LOAD VALVE’.
29.01.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1992 Repair ‘TOP CENTRE PLATE’.
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29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
21.03.1992 Repair ‘BRAKE BLOCK RB95’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1609 J’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘TOP CENTRE PLATE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘BRANCH PIPE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1609 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AEOY 1609 J’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
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REOY 1667

Details: wagon ‘REOY 1667 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 30.03.1962
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY (PERM. COUPLED TO REOY1675)
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC HS CM CN AD CI
Return to Service Date: 01.06.1996
Due Triple Valve: 28.10.1994
Last Brake Cylinder: 05.09.1992
Last Single Car Test: 09.05.1990
Last Lift: 08.08.1980
Cont Connector Type:] P
Cont Max Slots: 2

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘HANDRAILS’.
19.07.1989 Repair ‘SIDE BEARER’.
19.07.1989 Repair ‘SIDE STEP’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’

12413



2. TIMS GROUP INFORMATION - WAGONS

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘RELAY VALVE’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
06.01.1990 Alteration complete ‘FIT A SOLID DRAWBAR BETWEEN TWO (2) ‘AEOY’

WAGONS, WITH SIDE OPERATED HANDBRAKES, BETWEEN THE A & B ENDS.
REMOVE THE END FOOTSTEPS FROM THE ADJOINING ENDS AFTER
CONNECTION OF THE DRAWBAR. THIS WILL BE USED FOR TRAIL ONLY.
AEOY (TO BE SELECTED). (RS4476)’.

30.03.1990 Repair ‘BRAKE BLOCK RB101’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘SIDE BEARER’.
03.05.1990 Repair ‘TOP CENTRE PLATE’.
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AEOY 1667 Q’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

23.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
24.09.1990 Repair ‘PARTITION’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
02.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1990 Repair ‘TRAIN PIPE (END)’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Repair ‘WHEEL SET’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AEOY 1667 Q’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DRAFT GEAR POCKET’.
03.04.1991 Repair ‘STEP’.
03.04.1991 Repair ‘STRIKING CASTING’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘YOKE CARRIER’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.06.1991 Repair ‘BRAKE LEVER’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
27.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE BLOCK RB95’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘WEAR PLATES & SADDLES’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
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03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Repair ‘WHEEL SET’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
24.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘WHEEL SET’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
21.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1667 Q’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
07.05.1992 Repair ‘COUPLER KNUCKLE’.
07.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.05.1992 Repair ‘GRADE CONTROL VALVE’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.09.1992 Repair ‘BRAKE BLOCK RB95’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.09.1992 Repair ‘GRADE CONTROL VALVE’.
05.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1992 Repair ‘TOP CENTRE PLATE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE BLOCK RB95’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘WHEEL SET’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
20.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1667 Q’
07.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BRAKE BLOCK RB95’.
30.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1994 Repair ‘RELAY VALVE’.
25.01.1994 Repair ‘WEAR PLATES & SADDLES’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1667 Q’
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1667 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1667 Q’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
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REOY 1675

Details: wagon ‘REOY 1675 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 31.08.1961
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY (PERM. COUPLED TO REOY1667)
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC HS CM CN AD CI
Return to Service Date: 10.06.1996
Due Triple Valve: 28.10.1994
Last Brake Cylinder: 25.07.1988
Last Single Car Test: 04.05.1990
Last Lift: 02.07.1981
Cont Connector Type:] P
Cont Max Slots: 2

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘HANDRAILS’.
19.07.1989 Repair ‘SIDE BEARER’.
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19.07.1989 Repair ‘SIDE STEP’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
06.01.1990 Alteration complete ‘FIT A SOLID DRAWBAR BETWEEN TWO (2) ‘AEOY’

WAGONS, WITH SIDE OPERATED HANDBRAKES, BETWEEN THE A & B ENDS.
REMOVE THE END FOOTSTEPS FROM THE ADJOINING ENDS AFTER
CONNECTION OF THE DRAWBAR. THIS WILL BE USED FOR TRAIL ONLY.
AEOY (TO BE SELECTED). (RS4476)’.

09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘BRANCH PIPE’.
03.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1990 Repair ‘SIDE BEARER’.
03.05.1990 Repair ‘TOP CENTRE PLATE’.
03.05.1990 Repair ‘TRAIN PIPE’.
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AEOY 1675 G’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.06.1990 Repair ‘BRAKE PULL ROD’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
26.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
02.10.1990 Repair ‘COUPLER KNUCKLE SPRING’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AEOY 1675 G’
30.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.11.1990 Repair ‘END BRAKE COCK’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘COUPLER COMPLETE’.
03.04.1991 Repair ‘DRAFT GEAR POCKET’.
03.04.1991 Repair ‘STEP’.
03.04.1991 Repair ‘STRIKING CASTING’.
03.04.1991 Repair ‘YOKE CARRIER’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
03.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1675 G’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE BLOCK RB101’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
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03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE BLOCK RB95’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
07.05.1992 Repair ‘COUPLER KNUCKLE’.
07.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.05.1992 Repair ‘GRADE CONTROL VALVE’.
07.05.1992 Repair ‘HANDRAILS’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘BRAKE BLOCK RB95’.
05.09.1992 Repair ‘BRAKE PULL ROD’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.09.1992 Repair ‘GRADE CONTROL VALVE’.
05.09.1992 Repair ‘TOP CENTRE PLATE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.06.1993 Repair ‘WHEEL SET’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1675 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1675 G’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
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29.06.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.

REOY 1680

Details: wagon ‘REOY 1680 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 19.05.1961
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY (PERM. COUPLED TO REOY1684)
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 15.05.1996
Due Triple Valve: 25.08.1994
Last Brake Cylinder: 27.11.1992
Last Single Car Test: 17.08.1993
Last Lift: 01.12.1982
Cont Connector Type:] P
Cont Max Slots: 2

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.
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07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(2) PAIRS OF ‘AEOY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGONS NUMBERS
INVOLVED. AEOY. (RS4405)’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

11.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1680 P’
05.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
11.12.1989 Repair ‘YOKE CARRIER’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
12.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
06.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

12423



2. TIMS GROUP INFORMATION - WAGONS

‘AEOY 1680 P’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BEARERS’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.04.1990 Repair ‘BRAKE PULL ROD’.
19.04.1990 Repair ‘SIDE BEARER’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Repair ‘WEAR PLATES & SADDLES’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Repair ‘BRAKE PULL ROD’.
13.08.1990 Repair ‘END BRAKE COCK’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
02.09.1990 Repair ‘HANDRAILS’.
02.09.1990 Repair ‘SIDE STEP’.
02.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1680 P’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

23.09.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
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04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
26.10.1990 Repair ‘BOGIE BEARINGS’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
02.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.05.1991 Repair ‘TOP CENTRE PLATE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
24.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Repair ‘TWIST LOCK’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AEOY 1680 P’
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
03.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘TOP CENTRE PLATE’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
20.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1992 Repair ‘TOP CENTRE PLATE’.
20.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1992 Repair ‘VEHICLE COMPLETE’.
20.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1992 Repair ‘BRAKE PULL ROD’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.09.1992 Repair ‘GRADE CONTROL VALVE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
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20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BRAKE CONTROL PIPE’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘BRANCH PIPE’.
28.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1993 Repair ‘END BRAKE COCK’.
28.06.1993 Repair ‘VEHICLE COMPLETE’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AEOY 1680 P’
14.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1993 Repair ‘BRAKE BLOCK RB95’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1680 P’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1680 P’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘BRAKE BLOCK RB95’.
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17.09.1993 Repair ‘BRAKE PULL ROD’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
30.09.1993 Repair ‘BRAKE LEVER’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1680 P’
19.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
02.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1680 P’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1680 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1680 P’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AEOY 1680 P’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.

REOY 1681

Details: wagon ‘REOY 1681 S’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 27.04.1961
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY (PERM. COUPLED TO REOY1609)
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CI AD
Return to Service Date: 03.08.1996
Due Triple Valve: 23.06.1993
Last Brake Cylinder: 25.10.1990
Last Lift: 21.05.1981
Cont Connector Type:] P
Cont Max Slots: 2

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(2) PAIRS OF ‘AEOY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGONS NUMBERS
INVOLVED. AEOY. (RS4405)’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Repair ‘HANDRAILS’.
17.07.1989 Repair ‘SIDE BEARER’.
17.07.1989 Repair ‘SIDE STEP’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
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03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BEARERS’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘SIDE BEARER’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
01.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘WHEEL SET’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Repair ‘BRAKE LEVER’.
29.09.1990 Repair ‘COUPLER KNUCKLE’.
29.09.1990 Repair ‘EMPTY LOAD VALVE’.
29.09.1990 Repair ‘GRADE CONTROL VALVE’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
03.10.1990 Repair ‘BOGIE BEARINGS’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
05.12.1990 Repair ‘TWIST LOCK’.

12430



2.636. Wagon classification starting with ‘REO’

05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AEOY 1681 B’

12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘EMPTY LOAD VALVE’.
12.01.1991 Repair ‘GRADE CONTROL VALVE’.
12.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
25.01.1991 Repair ‘HANDRAILS’.
25.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
16.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1681 B’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘EMPTY LOAD VALVE’.
29.01.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1992 Repair ‘BRAKE BLOCK RB95’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.

12431



2. TIMS GROUP INFORMATION - WAGONS

06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘BRAKE PULL ROD’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1681 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AEOY 1681 B’
16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

REOY 1684

Details: wagon ‘REOY 1684 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 02.05.1961
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY (PERM. COUPLED TO REOY1680)
BSG Code: FSQQ

Capacity of 55 tonnes
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Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 15.05.1996
Due Triple Valve: 27.11.1993
Last Brake Cylinder: 27.11.1992
Last Lift: 06.01.1982
Cont Connector Type:] P
Cont Max Slots: 2

14.01.1988 Alteration complete ‘RECLASSIFY AFOY TO AFOF - REFER RS4231
(RS3029)’. New class: ‘AFOF’.

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(2) PAIRS OF ‘AEOY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGONS NUMBERS
INVOLVED. AEOY. (RS4405)’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

18.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘VEHICLE COMPLETE’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BEARERS’.
19.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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19.04.1990 Repair ‘SIDE BEARER’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BEARINGS’.
13.08.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
02.09.1990 Repair ‘HANDRAILS’.
02.09.1990 Repair ‘SIDE STEP’.
02.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1684 F’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
02.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
30.11.1990 Repair ‘BOGIE BEARINGS’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.02.1991 Repair ‘BRAKE LEVER’.
02.02.1991 Repair ‘BRAKE PULL ROD’.
02.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.02.1991 Repair ‘TOP CENTRE PLATE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AEOY 1684 F’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘BRAKE LEVER’.
16.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.05.1991 Repair ‘TOP CENTRE PLATE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘TOP CENTRE PLATE’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
12.10.1991 Repair ‘TWIST LOCK’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1684 F’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1992 Repair ‘WEAR PLATES & SADDLES’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
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29.05.1992 Repair ‘TOP CENTRE PLATE’.
29.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
20.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.06.1992 Repair ‘TOP CENTRE PLATE’.
20.06.1992 Repair ‘VEHICLE COMPLETE’.
20.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.09.1992 Repair ‘GRADE CONTROL VALVE’.
05.09.1992 Repair ‘TOP CENTRE PLATE’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE BLOCK RB95’.
23.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘WEAR PLATES & SADDLES’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘BOGIE SIDEFRAME’.
28.06.1993 Repair ‘BRAKE LEVER’.
28.06.1993 Repair ‘BRAKE PIN’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘WHEEL SET’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
14.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1684 F’
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1684 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1684 F’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AEOY 1684 F’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.

REOY 1780

Details: wagon ‘REOY 1780 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 21.01.1964
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AEOY
BSG Code: FSQQ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 25.10.1996
Due Triple Valve: 18.12.1990
Last Triple Valve: 01.03.1991
Last Brake Cylinder: 19.12.1991
Last Lift: 11.12.1987
Cont Connector Type:] P
Cont Max Slots: 2

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS,
AAR HANDBRAKE, STD FOOTSTEPS ON (7) ‘AFOF/AFOY’ FLAT WAGONS.
STENCIL ‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AEOY’.
EXCLUDING ‘AFOF 1780’, FIT STUCKI SIDE BEARERS AND WIRE ELECTRICAL
EQUIPMENT ON REMAINING (6) ‘AFOF’ FLAT WAGONS. (RS4282)’. New class:
‘AEOY’.

08.06.1989 Alteration complete ‘FIT (2) CENTRE SIDE STEPS AND HANDHOLDS ON
(7) ‘AEOY’ REFRIGERATED CONTAINER WAGONS FOR TRAIN TECHNICIAN
ACCESS TO REFRIGERATORS. AEOY (RS4426)’.

08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘TRAIN PIPE’.
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05.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AEOY 1780 W’

06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘STEP’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
26.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BEARINGS’.
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
26.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AEOY. (RS4538)’.

23.09.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1990 Repair ‘BRAKE LEVER’.
22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
10.12.1990 Repair ‘TWIST LOCK’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BEARERS’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘BRAKE PULL ROD’.
01.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘EMPTY LOAD VALVE’.
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
21.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AEOY 1780 W’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BRANCH PIPE’.
19.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
07.05.1992 Repair ‘COUPLER KNUCKLE’.
07.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.05.1992 Repair ‘GRADE CONTROL VALVE’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
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06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB101’.
06.04.1993 Repair ‘WHEEL SET’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘WHEEL SET’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AEOY 1780 W’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AEOY 1780 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AEOY’ FLAT WAGONS TO ‘REOY‘.

(NRC006)’. New class: ‘REOY’.
08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AEOY 1780 W’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.

2.637 Wagon classification starting with ‘REQ’

REQY 7003

21.03.1997 Reclassified from wagon ‘REQY 7003 S’ to ’ wagon ‘RQQY 7003 T’.

2.638 Wagon classification starting with ‘RES’

RESY 1

Details: wagon ‘RESY 1 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1955
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY9)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CN AD CI
Due Triple Valve: 21.08.1992
Last Triple Valve: 18.10.1988
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 24.06.1991
Last Lift: 01.04.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘VEHICLE COMPLETE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
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04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 1 Q’
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 1 Q’
31.01.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 1 Q’
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 1 Q’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘SIDE STEP’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 1 Q’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BEARINGS’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
05.09.1990 Alteration ‘FIT LOCKING HOOK & CHAIN TO COUPLER LIFTERS ONLY

TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED BY ELECTRICAL
CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘HITCH COMPLETE’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 1 Q’
10.12.1990 Repair ‘TWIST LOCK’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 1 Q’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘ISOLATING COCK’.
18.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 1 Q’
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19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘ISOLATING COCK’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 1 Q’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘WHEEL SET’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘HITCH LOCK MECHANISM’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘BRAKE LEVER’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
03.03.1993 Repair ‘END HOSE’.
03.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 1 Q’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BEARINGS’.
06.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘CARD OR CLIP HOLDER’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘TOP CENTRE PLATE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
20.05.1993 Alteration ‘REMOVE TRAILER HITCHES FROM THE 17 NO. ‘AESY’

CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE INTERMODAL
FLEET. AESY (RS4794)’.

01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 1 Q’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
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07.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 2

Details: wagon ‘RESY 2 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1955
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY14)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CN AD CI
Due Triple Valve: 22.10.1992
Last Triple Valve: 13.03.1989
Last Brake Cylinder: 31.07.1991
Last Single Car Test: 21.11.1988
Last Lift: 01.03.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.
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11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
27.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
04.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Repair ‘BRAKE LEVER’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
15.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
06.02.1990 Repair ‘SIDE STEP’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
05.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
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10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
16.10.1990 Repair ‘BOGIE BEARINGS’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘HITCH COMPLETE’.
12.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘HITCH COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘CENTRE SILL’.
21.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Repair ‘YOKE CARRIER’.
21.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1991 Repair ‘EMPTY LOAD VALVE’.
19.09.1991 Repair ‘HITCH COMPLETE’.
19.09.1991 Repair ‘RELAY VALVE’.
19.09.1991 Repair ‘WHEEL SET’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1992 Repair ‘BRAKE PULL ROD’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
17.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Repair ‘WHEEL SET’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 2 C’
03.11.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
17.02.1993 Repair ‘HANDRAILS’.
17.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 2 C’
20.05.1993 Alteration ‘REMOVE TRAILER HITCHES FROM THE 17 NO. ‘AESY’

CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE INTERMODAL
FLEET. AESY (RS4794)’.

16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘HITCH COMPLETE’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 2 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 2 C’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 3

Details: wagon ‘RESY 3 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1955
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY11)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CN CI
Last Lift: 01.01.1985
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.09.1989 Repair ‘SIDE STEP’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
17.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1990 Repair ‘BOGIE SIDEFRAME’.
17.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.05.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘STRIKING CASTING’.
17.05.1990 Repair ‘WHEEL SET’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
05.12.1990 Repair ‘BOGIE BEARINGS’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRANCH PIPE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘GRADE CONTROL VALVE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘WHEEL SET’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘WHEEL SET’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘WHEEL SET’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
19.10.1991 Repair ‘TWIST LOCK’.
19.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1992 Repair ‘HANDBRAKE HANDLE’.
18.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 3 L’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘WHEEL SET’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Repair ‘BRAKE PULL ROD’.
09.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
15.08.1992 Repair ‘BOGIE COMPLETE’.
15.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BRAKE BLOCK RB95’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘VEHICLE COMPLETE’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE ADAPTER’.
19.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘WHEEL SET’.
19.04.1993 Repair ‘YOKE CARRIER’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BEARINGS’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
02.07.1993 Repair ‘HITCH COMPLETE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 3 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 3 L’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 4

Details: wagon ‘RESY 4 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-16
Date Built: 13.11.1958
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CN AD CI
Return to Service Date: 17.07.1996
Due Triple Valve: 03.07.1994
Last Brake Cylinder: 21.08.1991
Last Single Car Test: 12.11.1990
Last Lift: 01.07.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

10.07.1989 Repair ‘VEHICLE COMPLETE’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1989 Repair ‘BRAKE LEVER’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘BRANCH PIPE’.
19.09.1989 Repair ‘CENTRE SILL’.
19.09.1989 Repair ‘COUPLER COMPLETE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘HITCH COMPLETE’.
19.09.1989 Repair ‘SIDE BEARER’.
19.09.1989 Repair ‘SIDE STEP’.
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Repair ‘WHEEL SET’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
22.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
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22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
12.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1990 Repair ‘BRAKE PULL ROD’.
04.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 4 U’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘GRADE CONTROL VALVE’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRAKE PIN’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘HANDRAILS END’.
21.06.1990 Repair ‘STEP’.
21.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
02.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
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02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
11.10.1990 Repair ‘BOGIE BEARINGS’.
11.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Repair ‘VEHICLE COMPLETE’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AESY 4 U’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘DRAFT GEAR POCKET’.
13.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1990 Repair ‘YOKE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 4 U’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 4 U’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘HANDBRAKE HANDLE’.
11.08.1992 Repair ‘WHEEL SET’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘BOGIE BEARINGS’.
03.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1993 Repair ‘DRAFT GEAR POCKET’.
03.07.1993 Repair ‘HITCH COMPLETE’.
03.07.1993 Repair ‘VEHICLE COMPLETE’.
03.07.1993 Repair ‘WEAR PLATES & SADDLES’.
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03.07.1993 Repair ‘YOKE COMPLETE’.
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
15.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 4 U’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 4 U’
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 4 U’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 4 U’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

RESY 5

Details: wagon ‘RESY 5 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12180
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
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Date Built: 17.12.1958
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY8)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN CN AD CI
Return to Service Date: 07.08.1996
Due Triple Valve: 19.01.1995
Last Brake Cylinder: 09.08.1990
Last Single Car Test: 06.12.1988
Last Lift: 26.07.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1989 Repair ‘BRAKE PULL ROD’.
16.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.

12457



2. TIMS GROUP INFORMATION - WAGONS

16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1989 Repair ‘HANDRAILS’.
16.10.1989 Repair ‘SIDE STEP’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1990 Repair ‘BRANCH PIPE’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.06.1990 Repair ‘BRAKE PULL ROD’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘EMPTY LOAD VALVE’.
09.08.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘HITCH COMPLETE’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
08.11.1990 Repair ‘WHEEL SET’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1990 Repair ‘WHEEL SET’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.05.1991 Repair ‘BRAKE LEVER’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘WHEEL SET’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
13.08.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘BRANCH PIPE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘EMPTY LOAD VALVE’.
22.08.1991 Repair ‘END BRAKE COCK’.
22.08.1991 Repair ‘HITCH COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
24.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1991 Repair ‘BRAKE LEVER’.
13.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
14.01.1992 Repair ‘WHEEL SET’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
03.03.1992 Repair ‘BRAKE BLOCK RB95’.

12459



2. TIMS GROUP INFORMATION - WAGONS

03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
17.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1992 Repair ‘BRAKE BLOCK RB95’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘WHEEL SET’.
23.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 5 G’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 5 G’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1992 Repair ‘BRAKE LEVER’.
16.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1992 Repair ‘STEP’.
16.10.1992 Repair ‘WHEEL SET’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BRAKE PULL ROD’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘HITCH COMPLETE’.
17.06.1993 Repair ‘WHEEL SET’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BEARINGS’.
02.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB95’.
19.07.1993 Repair ‘END BRAKE COCK’.
19.07.1993 Repair ‘TRAIN PIPE’.
19.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 5 G’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 5 G’
13.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
19.01.1994 Repair ‘BOGIE BEARERS’.
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19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘SIDE BEARER’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 5 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 5 G’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 5 G’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

RESY 6

Details: wagon ‘RESY 6 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6090
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-16
Date Built: 09.09.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY7)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CN CI
Return to Service Date: 17.07.1996
Due Triple Valve: 08.06.1994
Last Brake Cylinder: 22.06.1992
Last Single Car Test: 01.08.1989
Last Lift: 12.07.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

11.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘END BRAKE COCK’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘WHEEL SET’.
29.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AESY 6 P’
06.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
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08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
18.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘HANDRAILS’.
01.02.1990 Repair ‘SIDE STEP’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
06.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
05.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘STRIKING CASTING’.
11.05.1990 Repair ‘YOKE BUSH’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
24.07.1990 Repair ‘HANDRAILS’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BRAKE LEVER’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

08.10.1990 Repair ‘WHEEL SET’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘WHEEL SET’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
13.10.1990 Repair ‘BOGIE BEARINGS’.
13.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
05.12.1990 Repair ‘BOGIE BEARINGS’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
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22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘HITCH COMPLETE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BRAKE BLOCK RB95’.
28.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1991 Repair ‘TRAIN PIPE’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.09.1991 Repair ‘CARD OR CLIP HOLDER’.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘GRADE CONTROL VALVE’.
09.09.1991 Repair ‘WHEEL SET’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
16.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 6 P’
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22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BRAKE LEVER’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘WHEEL SET’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
20.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARINGS’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘HITCH COMPLETE’.
08.06.1993 Repair ‘STEP’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
19.09.1993 Repair ‘BRAKE PULL ROD’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 6 P’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 6 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 6 P’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 6 P’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
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27.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

RESY 7

Details: wagon ‘RESY 7 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 15.11.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY6)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CN CI
Return to Service Date: 17.07.1996
Due Triple Valve: 08.06.1994
Last Triple Valve: 14.09.1992
Last Brake Cylinder: 22.06.1992
Last Single Car Test: 03.04.1989
Last Lift: 01.08.1983
Cont Connector Type:] P
Cont Max Slots: 2
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07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘COUPLER KNUCKLE’.
29.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1989 Repair ‘WHEEL SET’.
29.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AESY 7 B’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘WHEEL SET’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
11.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
01.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
26.01.1990 Repair ‘STEP’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘HANDRAILS’.
01.02.1990 Repair ‘SIDE STEP’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.03.1990 Repair ‘END SILL’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
05.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘END HOSE’.
11.05.1990 Repair ‘STRIKING CASTING’.
11.05.1990 Repair ‘YOKE BUSH’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BRAKE BLOCK RB95’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE PULL ROD’.
22.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘HITCH COMPLETE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB95’.
09.09.1991 Repair ‘CARD OR CLIP HOLDER’.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘GRADE CONTROL VALVE’.
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09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 7 B’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRAKE BLOCK RB95’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 7 B’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 7 B’
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
20.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.03.1993 Repair ‘BRANCH PIPE’.
20.03.1993 Repair ‘COUPLER KNUCKLE’.
20.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘HITCH COMPLETE’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
21.06.1993 Repair ‘WHEEL SET’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
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02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BEARERS’.
02.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Repair ‘TOP CENTRE PLATE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 7 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 7 B’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

RESY 8

Details: wagon ‘RESY 8 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 24.10.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY5)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN CN AD CI
Return to Service Date: 01.11.1996
Due Triple Valve: 19.01.1995
Last Brake Cylinder: 09.08.1990
Last Single Car Test: 10.01.1989
Last Lift: 03.08.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
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29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 8 K’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1989 Repair ‘BRAKE PULL ROD’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘HANDRAILS’.
16.10.1989 Repair ‘SIDE STEP’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE BOLSTER’.
05.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1990 Repair ‘BRAKE PULL ROD’.
05.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
05.01.1990 Repair ‘HANDRAILS END’.
05.01.1990 Repair ‘VEHICLE RECLASSIFY’.
05.01.1990 Repair ‘WEAR PLATES & SADDLES’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘EMPTY LOAD VALVE’.
09.08.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
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BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘HITCH COMPLETE’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
08.11.1990 Repair ‘WHEEL SET’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1990 Repair ‘WHEEL SET’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.05.1991 Repair ‘BRAKE LEVER’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
13.08.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Repair ‘HITCH COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
24.10.1991 Repair ‘BRAKE BLOCK RB95’.
24.10.1991 Repair ‘BRAKE LEVER’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE LEVER’.
13.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
14.01.1992 Repair ‘WHEEL SET’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
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16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
24.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 8 K’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BRAKE PULL ROD’.
23.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 8 K’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
13.10.1992 Repair ‘STEP’.
13.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 8 K’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘STEP’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1993 Repair ‘CARD OR CLIP HOLDER’.
17.06.1993 Repair ‘HITCH COMPLETE’.
17.06.1993 Repair ‘WHEEL SET’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BEARINGS’.
02.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Repair ‘HITCH COMPLETE’.
02.07.1993 Repair ‘WHEEL SET’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1993 Repair ‘HOSE FITTINGS’.
19.07.1993 Repair ‘TRAIN PIPE (END)’.
19.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 8 K’
13.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
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13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘SIDE BEARER’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 8 K’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 8 K’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.

RESY 9

Details: wagon ‘RESY 9 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6090
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 15.11.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY1)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CN AD CI
Due Triple Valve: 21.08.1992
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 24.06.1991
Last Lift: 01.08.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘SIDE BEARER’.
28.07.1989 Repair ‘WHEEL SET’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 9 T’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 9 T’
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31.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1990 Repair ‘SIDE STEP’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 9 T’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE SIDEFRAME’.
24.05.1990 Repair ‘BRAKE LEVER’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘COUPLER COMPLETE’.
24.05.1990 Repair ‘STRIKING CASTING’.
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Repair ‘WHEEL SET’.
24.05.1990 Repair ‘WHEEL SET’.
24.05.1990 Repair ‘YOKE COMPLETE’.
24.05.1990 Repair ‘YOKE FOLLOWER’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BEARINGS’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
05.09.1990 Alteration ‘FIT LOCKING HOOK & CHAIN TO COUPLER LIFTERS ONLY

TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED BY ELECTRICAL
CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘WHEEL SET’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
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10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 9 T’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 9 T’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 9 T’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1991 Repair ‘COUPLER KNUCKLE’.
21.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 9 T’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 9 T’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘SIDE BEARER’.
16.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 9 T’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘BRAKE LEVER’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BEARINGS’.
06.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
12.05.1993 Repair ‘HANDBRAKE HANDLE’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 9 T’
20.05.1993 Alteration ‘REMOVE TRAILER HITCHES FROM THE 17 NO. ‘AESY’

CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE INTERMODAL
FLEET. AESY (RS4794)’.
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01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 9 T’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 10

Details: wagon ‘RESY 10 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 19.08.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY15)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CN AD CI
Due Triple Valve: 02.02.1994
Last Brake Cylinder: 16.01.1992
Last Lift: 30.09.1983
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
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‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘STRIKING CASTING’.
01.02.1990 Repair ‘TRAIN PIPE (END)’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
19.03.1990 Repair ‘BRANCH PIPE’.
19.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 10 P’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘BRANCH PIPE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1990 Repair ‘BRANCH PIPE’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
21.06.1990 Repair ‘WHEEL SET’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘HITCH COMPLETE’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.
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17.10.1990 Repair ‘BOGIE BEARINGS’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BRANCH PIPE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1990 Repair ‘BRAKE BLOCK RB95’.
15.11.1990 Repair ‘BRANCH PIPE’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
06.12.1990 Repair ‘BOGIE BEARINGS’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE PULL ROD’.
19.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
16.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
03.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1991 Repair ‘WHEEL SET’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
15.05.1991 Repair ‘BRAKE PULL ROD’.
15.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1991 Repair ‘BOGIE COMPLETE’.
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17.05.1991 Repair ‘BRAKE LEVER’.
17.05.1991 Repair ‘BRAKE PIN’.
17.05.1991 Repair ‘BRAKE PULL ROD’.
17.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.05.1991 Repair ‘END HOSE’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1991 Repair ‘WHEEL SET’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
09.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1991 Repair ‘STEP’.
09.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1991 Repair ‘BRANCH PIPE’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
27.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 10 P’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘HITCH COMPLETE’.
21.05.1992 Repair ‘WHEEL SET’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 10 P’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
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02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 10 P’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 11

Details: wagon ‘RESY 11 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5710
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 28.03.1955
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY3)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CN CI
Last Brake Cylinder: 02.06.1993
Last Lift: 04.12.1984
Cont Connector Type:] P
Cont Max Slots: 2
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07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘HANDRAILS’.
13.09.1989 Repair ‘SIDE STEP’.
13.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
15.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1990 Repair ‘BOGIE COMPLETE’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘WHEEL SET’.
03.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
18.04.1990 Repair ‘END BRAKE COCK’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1990 Repair ‘COUPLER COMPLETE’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.05.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘STRIKING CASTING’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
04.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
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17.09.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
23.09.1990 Repair ‘BRAKE BLOCK RB95’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘END BRAKE COCK’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1991 Repair ‘WHEEL SET’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘WHEEL SET’.
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04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
15.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
30.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE WEAR PLATES’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
02.07.1993 Repair ‘HITCH COMPLETE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘ISOLATING COCK’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
01.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 11 B’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1993 Repair ‘BRAKE PULL ROD’.
10.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 11 B’
17.11.1993 Repair ‘WHEEL SET’.
17.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 11 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 11 B’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 12

Details: wagon ‘RESY 12 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5710
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 05.09.1958
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY17)
BSG Code: FSQQ

Capacity of 44 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN CN AD CI
Due Triple Valve: 04.08.1988
Last Brake Cylinder: 06.09.1991
Last Lift: 20.12.1984
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 12 K’
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Repair ‘BRAKE LEVER’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘HANDRAILS’.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Repair ‘SIDE STEP’.
17.10.1989 Repair ‘VEHICLE STENCILS’.
17.10.1989 Repair ‘WHEEL SET’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
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06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘WEAR PLATES & SADDLES’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

11.10.1990 Repair ‘BOGIE BEARINGS’.
11.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
10.12.1990 Repair ‘TWIST LOCK’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
22.05.1991 Repair ‘BRAKE BLOCK RB95’.
22.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
21.07.1991 Repair ‘BRAKE BLOCK RB95’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
09.08.1991 Repair ‘BRAKE BLOCK RB95’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AESY 12 K’
03.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
04.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘BRAKE LEVER’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE LEVER’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘SIDE BEARER CLEARANCE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
25.08.1992 Repair ‘WHEEL SET’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
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31.08.1992 Repair ‘GRADE CONTROL VALVE’.
31.08.1992 Repair ‘WHEEL SET’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BRAKE PULL ROD’.
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 12 K’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘HITCH COMPLETE’.
29.06.1993 Repair ‘WHEEL SET’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
01.09.1993 Repair ‘BRAKE LEVER’.
01.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1993 Repair ‘COUPLER KNUCKLE’.
01.09.1993 Repair ‘WHEEL SET’.
01.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
13.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 12 K’
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 12 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 12 K’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 12 K’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
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22.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 13

Details: wagon ‘RESY 13 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1955
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY 16)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CN AD CI
Return to Service Date: 08.08.1996
Due Triple Valve: 11.06.1988
Last Brake Cylinder: 05.10.1991
Last Single Car Test: 21.11.1988
Last Lift: 20.12.1984
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
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18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘SIDE STEP’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Repair ‘WHEEL SET’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘BRAKE PULL ROD’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘VEHICLE STENCILS’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘CENTRE SILL’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘WHEEL SET’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
17.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Repair ‘CENTRE SILL’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘STRIKING CASTING’.
18.04.1990 Repair ‘WEAR PLATES & SADDLES’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
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05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER
LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

02.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘WHEEL SET’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘HITCH COMPLETE’.
02.07.1992 Repair ‘WHEEL SET’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BRAKE PULL ROD’.
03.11.1992 Repair ‘HOSE FITTINGS’.
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 13 T’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘WHEEL SET’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
20.05.1993 Alteration ‘REMOVE TRAILER HITCHES FROM THE 17 NO. ‘AESY’

CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE INTERMODAL
FLEET. AESY (RS4794)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘BRAKE PULL ROD’.
01.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1993 Repair ‘DRAFT GEAR POCKET’.
01.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1993 Repair ‘HITCH COMPLETE’.
01.10.1993 Repair ‘YOKE CARRIER’.
01.10.1993 Repair ‘YOKE COMPLETE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.01.1994 Repair ‘HAND RELEASE (AIR)’.
07.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 13 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 13 T’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
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14.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RESY 14

Details: wagon ‘RESY 14 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8600
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY2)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CN AD CI
Last Brake Cylinder: 31.07.1991
Last Lift: 21.12.1984
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.
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11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
06.02.1990 Repair ‘SIDE STEP’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
13.02.1990 Repair ‘SIDE STEP’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘WHEEL SET’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
16.10.1990 Repair ‘BOGIE BEARINGS’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘WHEEL SET’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
05.12.1990 Repair ‘BOGIE BEARINGS’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘HITCH COMPLETE’.
12.01.1991 Repair ‘WHEEL SET’.
12.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
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31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘HITCH COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘WHEEL SET’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
09.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AESY 14 F’
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRAKE BLOCK OTHER’.
19.09.1991 Repair ‘EMPTY LOAD VALVE’.
19.09.1991 Repair ‘HITCH COMPLETE’.
19.09.1991 Repair ‘RELAY VALVE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
12.10.1991 Repair ‘STEP’.
12.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 14 F’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
28.02.1992 Repair ‘END HOSE’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘HITCH COMPLETE’.
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 14 F’
03.11.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
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INTERMODAL FLEET. AESY (RS4794)’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘HITCH COMPLETE’.
16.08.1993 Repair ‘WHEEL SET’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 14 F’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 14 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 14 F’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 15

Details: wagon ‘RESY 15 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 27.10.1958
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY10)
BSG Code: FSQQ
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Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CN AD CI
Last Brake Cylinder: 16.01.1992
Last Single Car Test: 27.07.1988
Last Lift: 21.01.1985
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
25.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1990 Repair ‘COUPLER COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘HANDRAILS’.
04.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1990 Repair ‘SIDE STEP’.
04.01.1990 Repair ‘WEAR PLATES & SADDLES’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘STRIKING CASTING’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
20.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
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22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘BRAKE BLOCK RB95’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
21.06.1990 Repair ‘WHEEL SET’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘HITCH COMPLETE’.
02.07.1990 Repair ‘HITCH SCREW MECHANISM’.
02.07.1990 Repair ‘WHEEL SET’.
02.07.1990 Repair ‘WHEEL SET’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

28.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
17.10.1990 Repair ‘BOGIE BEARINGS’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘END HOSE’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
28.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
16.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
03.04.1991 Repair ‘WHEEL SET’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
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17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
09.08.1991 Repair ‘BRAKE BLOCK RB95’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AESY 15 Y’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘HITCH COMPLETE’.
21.05.1992 Repair ‘WHEEL SET’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
12.11.1992 Repair ‘BOGIE BEARINGS’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 15 Y’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 15 Y’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
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25.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

RESY 16

Details: wagon ‘RESY 16 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5710
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY13)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CN AD CI
Return to Service Date: 08.08.1996
Last Brake Cylinder: 05.10.1991
Last Single Car Test: 12.12.1988
Last Lift: 31.01.1985
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
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DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘SIDE STEP’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘BRAKE PULL ROD’.
12.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1989 Repair ‘WHEEL SET’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
17.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE BLOCK RB95’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘STRIKING CASTING’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
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19.11.1990 Repair ‘TWIST LOCK’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB95’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.11.1990 Repair ‘WHEEL SET’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘WHEEL SET’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘BRAKE LEVER’.
19.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘HITCH COMPLETE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 16 A’
01.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 16 A’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1992 Repair ‘BRAKE BLOCK RB95’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Repair ‘WHEEL SET’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘WHEEL SET’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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03.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1993 Repair ‘BRAKE BLOCK RB95’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
20.05.1993 Alteration ‘REMOVE TRAILER HITCHES FROM THE 17 NO. ‘AESY’

CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE INTERMODAL
FLEET. AESY (RS4794)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Repair ‘WHEEL SET’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
24.09.1993 Repair ‘CENTRE SILL’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘BRAKE BLOCK RB95’.
01.10.1993 Repair ‘BRAKE PULL ROD’.
01.10.1993 Repair ‘DRAFT GEAR POCKET’.
01.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1993 Repair ‘HITCH COMPLETE’.
01.10.1993 Repair ‘YOKE COMPLETE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
17.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 16 A’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 16 A’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
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08.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RESY 17

Details: wagon ‘RESY 17 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 20.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5730
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1954
Operating System: AN
Intended Use: CONTAINERS REFRG
Remarks: EX AESY (PERM. COUPLED TO RESY12)
BSG Code: FSQQ

Capacity of 44 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CN AD CI
Last Brake Cylinder: 06.07.1990
Last Lift: 27.03.1985
Cont Connector Type:] P
Cont Max Slots: 2

07.04.1988 Alteration complete ‘FIT REMOVABLE ‘IBC’ TWISTLOCKS,PEDESTALS
AND WIRE ELECTRICAL EQUIPMENT ON 17 ‘AFSY’ FLAT WAGONS. STENCIL
‘NOT TO BE BOGIE EXCHANGED’ AND RECLASSIFY TO ‘AESY’. REMOVE
BRIDGE PLATES. FORM (8) PAIRS OF PERMANENTLY COUPLED WAGONS BY
REMOVING UNCOUPLING RODS AND WELDING A BAR OVER THE LOCK
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LIFTER OF EACH PERMANENTLY COUPLED COUPLER. (RS4281)’. New class:
‘AESY’.

11.04.1989 Alteration complete ‘REPLACE PERMANENT COUPLED COUPLERS OF
(8) PAIRS OF ‘AESY’ REFRIGERATED CONTAINER WAGONS WITH SOLID
DRAWBARS. ADVISE K. CHANNING ON 4714 OF WAGON NUMBERS
INVOLVED. AESY. (RS4406)’.

25.05.1989 Alteration complete ‘FIT CENTRE STIRRUP STEP TO 17 NO. ‘AESY’
WAGONS TO DRG. B/5/CM/126 F. AESY (RS4423)’.

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.08.1989 Repair ‘HANDBRAKE HANDLE’.
19.08.1989 Repair ‘TRAIN PIPE (END)’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘HANDRAILS’.
17.10.1989 Repair ‘SIDE STEP’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
05.09.1990 Alteration complete ‘FIT LOCKING HOOK & CHAIN TO COUPLER

LIFTERS ONLY TO WAGON ENDS THAT ARE NOT PERMANENTLY COUPLED
BY ELECTRICAL CABLE OR SOLID DRAWBAR. AESY. (RS4539)’.

09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 17 J’
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 17 J’
10.12.1990 Repair ‘TWIST LOCK’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 17 J’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Repair ‘TRAIN PIPE (END)’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 17 J’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 17 J’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 17 J’
06.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
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22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 17 J’
01.12.1991 Repair ‘STEP’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AESY 17 J’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘WHEEL SET’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘BRAKE LEVER’.
01.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘HITCH COMPLETE’.
21.05.1992 Repair ‘WHEEL SET’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
25.08.1992 Repair ‘WHEEL SET’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Repair ‘GRADE CONTROL VALVE’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
20.05.1993 Alteration complete ‘REMOVE TRAILER HITCHES FROM THE 17 NO.

‘AESY’ CONTAINER FLAT WAGONS AND RETAIN AS SPARES FOR THE
INTERMODAL FLEET. AESY (RS4794)’.

21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘HITCH COMPLETE’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE LEVER’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘COUPLER KNUCKLE’.
01.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.09.1993 Repair ‘EMPTY LOAD VALVE’.
01.09.1993 Repair ‘GRADE CONTROL VALVE’.
01.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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01.09.1993 Repair ‘WEAR PLATES & SADDLES’.
01.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BRAKE BLOCK RB95’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘WHEEL SET’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AESY 17 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AESY’ FLAT WAGONS TO ‘RESY‘.

(NRC007)’. New class: ‘RESY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AESY 17 J’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AESY 17 J’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.

2.639 Wagon classification starting with ‘RF’

RF 1347

29.08.1986 Reclassified from wagon ‘RF 1347 Y’ to ’ wagon ‘AZKF 1347 C’.

2.640 Wagon classification starting with ‘RFD’

RFDF 30004

Details: wagon ‘RFDF 30004 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30004 Y
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

05.09.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30004 H’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30004 H’

RFDF 30010

Details: wagon ‘RFDF 30010 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 68.2 tonnes

08.12.1989 Repair ‘HANDRAILS’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30010 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30010 C’

RFDF 30012

Details: wagon ‘RFDF 30012 P’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30012
BSG Code: WSFZ

Capacity of 69 tonnes

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘STEP’.
21.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30012 U’
20.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30012 U’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30012 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30012 U’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30012 U’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30012 U’

RFDF 30016

Details: wagon ‘RFDF 30016 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30016 R
BSG Code: WSFZ

Capacity of 68.2 tonnes

19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘HANDRAILS’.
19.07.1990 Repair ‘VEHICLE COMPLETE’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30016 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30016 K’
27.04.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30017

Details: wagon ‘RFDF 30017 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30017
BSG Code: WSFZ

Capacity of 69 tonnes

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘HANDBRAKE HANDLE’.
30.09.1989 Repair ‘HANDRAILS END’.
30.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30017 T’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.12.1989 Repair ‘STEP’.
18.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30017 T’
20.03.1990 Repair ‘HANDBRAKE HANDLE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30017 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30017 T’
18.05.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30022

Details: wagon ‘RFDF 30022 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30022 M
BSG Code: WSFZ

Capacity of 68.2 tonnes

26.10.1989 Repair ‘STEP’.
26.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30022 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30022 F’
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30022 F’
16.09.1994 Repair ‘VEHICLE COMPLETE’.

RFDF 30023

Details: wagon ‘RFDF 30023 J’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30023 V
BSG Code: WSFZ

Capacity of 68.2 tonnes

12.10.1989 Repair ‘VEHICLE RECLASSIFY’.
12.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30023 Y’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BRANCH PIPE’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30023 Y’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Repair ‘HANDRAILS’.
20.10.1993 Repair ‘HANDRAILS END’.
20.10.1993 Repair ‘VEHICLE COMPLETE’.
20.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30023 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30023 Y’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30023 Y’

RFDF 30026

Details: wagon ‘RFDF 30026 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

28.11.1993 Repair ‘HANDRAILS END’.
28.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30026 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
03.06.1995 Repair ‘VEHICLE RECLASSIFY’.
03.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30026 S’

RFDF 30031

Details: wagon ‘RFDF 30031 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

06.04.1995 Repair ‘VEHICLE RECLASSIFY’.
06.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30031 E’

RFDF 30033

Details: wagon ‘RFDF 30033 R’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30033 G
BSG Code: WSFZ

Capacity of 68.2 tonnes

28.07.1989 Repair ‘HANDRAILS’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30033 W’
23.11.1990 Repair ‘HANDRAILS’.
23.11.1990 Repair ‘HANDRAILS END’.
23.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30033 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30033 W’

RFDF 30034

Details: wagon ‘RFDF 30034 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30034 X
BSG Code: WSFZ

Capacity of 68.2 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
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18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘WFDF 30034 X’

RFDF 30035

Details: wagon ‘RFDF 30035 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30035 B
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Repair ‘HANDRAILS’.
09.06.1993 Repair ‘HANDRAILS END’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30035 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.02.1995 Repair ‘VEHICLE RECLASSIFY’.
28.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30035 R’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30038

Details: wagon ‘RFDF 30038 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30038 F
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30038 V’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30038 V’

RFDF 30041

Details: wagon ‘RFDF 30041 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30041 T
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30041 M’
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30041 M’
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RFDF 30042

Details: wagon ‘RFDF 30042 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30042 F
BSG Code: WSFZ

Capacity of 68.2 tonnes

21.11.1989 Repair ‘VEHICLE RECLASSIFY’.
21.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30042 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30042 V’

RFDF 30045

Details: wagon ‘RFDF 30045 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 69 tonnes
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11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30045 C’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30045 C’
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30045 C’

RFDF 30052

Details: wagon ‘RFDF 30052 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30052 N
BSG Code: WSFZ

Capacity of 68.2 tonnes

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘HANDRAILS’.
21.05.1992 Repair ‘STEP’.
21.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30052 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30052 G’

RFDF 30054

Details: wagon ‘RFDF 30054 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 55 tonnes

01.12.1989 Repair ‘VEHICLE RECLASSIFY’.
01.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30054 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30054 B’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30054 B’
05.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30054 B’
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30054 B’
06.02.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30055

Details: wagon ‘RFDF 30055 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes
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04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30055 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30055 K’
21.08.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30057

Details: wagon ‘RFDF 30057 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30057 M
BSG Code: WSFZ

Capacity of 48 tonnes

29.03.1990 Repair ‘STEP’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30057 F’
13.08.1990 Repair ‘HANDRAILS END’.
13.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30057 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30057 F’
20.09.1994 Repair ‘VEHICLE COMPLETE’.

RFDF 30062

Details: wagon ‘RFDF 30062 J’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB101’.
05.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon

‘WFDF 30062 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30062 Y’

RFDF 30064

Details: wagon ‘RFDF 30064 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30064 Q
BSG Code: WSFZ

Capacity of 60 tonnes

12.12.1989 Repair ‘VEHICLE RECLASSIFY’.
12.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30064 J’
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22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BRAKE PIN’.
22.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30064 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30064 J’
18.05.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30065

Details: wagon ‘RFDF 30065 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 68.2 tonnes

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE BLOCK RB95’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘END BRAKE COCK’.
18.04.1990 Repair ‘VEHICLE COMPLETE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30065 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30065 S’

RFDF 30066

Details: wagon ‘RFDF 30066 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30066 L
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘TOP CENTRE PLATE’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30066 E’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE COMPLETE’.
05.01.1990 Repair ‘SIDE BEARER’.
05.01.1990 Repair ‘TRAIN PIPE’.
05.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30066 E’
03.09.1990 Repair ‘STEP’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30066 E’
21.08.1991 Repair ‘HANDRAILS END’.
21.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30066 E’
15.11.1993 Repair ‘HANDRAILS’.
15.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30066 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30066 E’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.

RFDF 30067

Details: wagon ‘RFDF 30067 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘HANDBRAKE HANDLE’.
11.10.1990 Repair ‘STEP’.
11.10.1990 Repair ‘STRIKING CASTING’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30067 N’
10.05.1991 Repair ‘END BRAKE COCK’.
10.05.1991 Repair ‘END HOSE’.
10.05.1991 Repair ‘TRAIN PIPE (END)’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30067 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30067 N’
19.03.1996 Repair ‘VEHICLE COMPLETE’.

RFDF 30072

Details: wagon ‘RFDF 30072 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: F104
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30072 G
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BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30072 W’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30072 W’

RFDF 30073

Details: wagon ‘RFDF 30073 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30073
BSG Code: WSFZ

Capacity of 69 tonnes

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE FRICTION WEDGE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30073 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30073 X’

RFDF 30074

Details: wagon ‘RFDF 30074 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 69 tonnes

27.04.1991 Repair ‘HANDRAILS END’.
27.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30074 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30074 R’

RFDF 30078

Details: wagon ‘RFDF 30078 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30078 H’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30078 H’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
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08.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘WFDF 30078 H’

08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30078 H’
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30078 H’

RFDF 30079

Details: wagon ‘RFDF 30079 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: F104
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30079 A
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30079 Q’

RFDF 30082

Details: wagon ‘RFDF 30082 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WSFZ

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘HANDBRAKE HANDLE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30082 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30082 H’

RFDF 30083

Details: wagon ‘RFDF 30083 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

Capacity of 48 tonnes

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘WHEEL SET’.
30.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30083 Q’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30083 Q’
07.03.1990 Repair ‘HANDBRAKE HANDLE’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30083 Q’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30083 Q’
20.10.1990 Repair ‘VEHICLE RECLASSIFY’.
20.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30083 Q’
25.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1991 Repair ‘STEP’.
25.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30083 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30083 Q’
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘WFDF 30083 Q’

RFDF 30087

Details: wagon ‘RFDF 30087 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30087 N
BSG Code: WSFZ

Capacity of 48 tonnes

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB101’.
03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Repair ‘TRAIN PIPE (END)’.
03.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30087 G’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BRAKE PULL ROD’.
21.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30087 G’
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12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30087 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30087 G’

RFDF 30088

Details: wagon ‘RFDF 30088 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 68.2 tonnes

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘BRAKE LEVER’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘HANDRAILS END’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30088 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30088 P’

RFDF 30089

Details: wagon ‘RFDF 30089 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30089 X
BSG Code: WSFZ

Capacity of 68.2 tonnes

21.02.1990 Repair ‘STEP’.
21.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30089 B’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘STEP’.
24.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30089 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30089 B’
29.09.1994 Repair ‘VEHICLE COMPLETE’.

RFDF 30090

Details: wagon ‘RFDF 30090 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 69 tonnes

14.09.1989 Repair ‘HANDRAILS’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30090 U’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30090 U’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30090 U’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30090 U’
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30090 U’

RFDF 30094

Details: wagon ‘RFDF 30094 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 68.2 tonnes

15.03.1990 Repair ‘HANDRAILS END’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30094 K’
29.03.1990 Repair ‘HANDBRAKE HANDLE’.
29.03.1990 Repair ‘STEP’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30094 K’
13.04.1990 Repair ‘HANDBRAKE HANDLE’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30094 K’
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30094 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
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30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30094 K’
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30094 K’

RFDF 30095

Details: wagon ‘RFDF 30095 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF
BSG Code: WSFZ

Capacity of 68.2 tonnes

15.11.1991 Repair ‘STEP’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30095 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30095 T’

RFDF 30097

Details: wagon ‘RFDF 30097 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30097 V
BSG Code: WSFZ

Capacity of 68.2 tonnes

01.08.1992 Repair ‘HANDRAILS END’.
01.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30097 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30097 Y’

RFDF 30100

Details: wagon ‘RFDF 30100 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30100 X
BSG Code: WSFZ

Capacity of 68.2 tonnes

22.03.1993 Repair ‘STEP’.
22.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30100 B’
17.03.1994 Repair ‘SIDE STEP’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WFDF 30100 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30100 B’
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘WFDF 30100 B’

31.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.

RFDF 30104

Details: wagon ‘RFDF 30104 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30104
BSG Code: WSFZ

Capacity of 48 tonnes

28.03.1990 Repair ‘SIDE STEP’.
28.03.1990 Repair ‘STEP’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30104 Y’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
26.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30104 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WFDF 30104 Y’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.

RFDF 30111

Details: wagon ‘RFDF 30111 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30111 C
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.
(NRC040)’. New class: ‘RFDF’.

28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WFDF 30111 S’
21.08.1995 Repair ‘VEHICLE COMPLETE’.

RFDF 30117

Details: wagon ‘RFDF 30117 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30117 K
BSG Code: WSFZ

Capacity of 68.2 tonnes

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘AXLEBOX’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30117 D’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘WHEEL SET’.
16.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30117 D’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘WFDF 30117 D’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRAKE BLOCK RB95’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WFDF 30117 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘.

(NRC040)’. New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WFDF 30117 D’

2.641 Wagon classification starting with ‘RFI’

RFIY 1

20.12.1994 Reclassified from wagon ‘RFIY 1 F’ to ’ wagon ‘RFWY 1 B’.

RFIY 2

Details: wagon ‘RFIY 2 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Last Brake Cylinder: 08.05.1989
Last Single Car Test: 19.10.1993
Last Lift: 26.06.1985
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13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Repair ‘HANDRAILS END’.
14.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
06.10.1989 Repair ‘HANDRAILS’.
06.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 2 Q’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘END HOSE’.
02.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE RECLASSIFY’.
02.11.1989 Repair ‘VEHICLE STENCILS’.
02.11.1989 Repair ‘WHEEL SET’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BEARERS’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘SIDE BEARER’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
22.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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30.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘HITCH COMPLETE’.
10.05.1990 Repair ‘HITCH LOCK MECHANISM’.
10.05.1990 Repair ‘HITCH PIVOT’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1991 Repair ‘HITCH COMPLETE’.
08.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘HITCH COMPLETE’.
24.04.1991 Repair ‘HITCH LOCK MECHANISM’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.11.1991 Repair ‘HOSE FITTINGS’.
27.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘HITCH SCREW MECHANISM’.
05.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BEARINGS’.
16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘FLOOR BOARDS’.
16.11.1992 Repair ‘HITCH COMPLETE’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
08.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘HITCH PIVOT’.
26.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
15.03.1993 Repair ‘HITCH SCREW MECHANISM’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BRAKE BLOCK RB95’.
29.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
15.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
12.05.1993 Repair ‘HANDRAILS’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
30.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
10.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
25.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘HITCH COMPLETE’.
19.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
25.07.1993 Repair ‘SIDE STEP’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 2 Q’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1993 Repair ‘HOSE FITTINGS’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
21.10.1993 Repair ‘HITCH SCREW MECHANISM’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
12.11.1993 Repair ‘HITCH SCREW MECHANISM’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘HITCH COMPLETE’.
21.12.1993 Repair ‘HITCH SCREW MECHANISM’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 2 Q’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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31.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1994 Repair ‘TRAIN PIPE (END)’.
31.01.1994 Repair ‘TRAIN PIPE (END)’.
31.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 2 Q’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 2 Q’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 3

Details: wagon ‘RFIY 3 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CF AE
Return to Service Date: 22.12.1994
Due Triple Valve: 13.09.1994
Last Brake Cylinder: 27.11.1990
Last Single Car Test: 31.10.1989
Last Lift: 23.06.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.
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19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

08.06.1989 Alteration complete ‘RECLASSIFY AFWY 3 C TO AFIY 3 G–A/C
INCORRECT WHEELS FITTED TO EXISTING BOGIES. REFER RS 4183 FOR
PREVIOUS RECLASS FROM AFIY TO AFWY. — MG. (RS4425)’. New class: ‘AFIY’.

11.08.1989 Repair ‘HANDRAILS END’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BEARERS’.
20.10.1989 Repair ‘BRAKE BLOCK RB101’.
20.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘WHEEL SET’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
23.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
05.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘COUPLER KNUCKLE’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
06.09.1990 Repair ‘SIDE STEP’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
05.10.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
05.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1990 Repair ‘CENTRE SILL’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘HITCH SCREW MECHANISM’.
05.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1990 Repair ‘SIDE SILL’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
05.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.11.1990 Repair ‘HITCH SCREW MECHANISM’.
05.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘HITCH COMPLETE’.
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27.11.1990 Repair ‘HITCH PIVOT’.
27.11.1990 Repair ‘HITCH SCREW MECHANISM’.
27.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘HITCH COMPLETE’.
06.02.1991 Repair ‘HITCH PIVOT’.
06.02.1991 Repair ‘HITCH SCREW MECHANISM’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
19.04.1991 Repair ‘WEAR PLATES & SADDLES’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘HITCH COMPLETE’.
29.05.1991 Repair ‘HITCH PIVOT’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘HANDRAILS END’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘HITCH COMPLETE’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘WHEEL SET’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘WEAR PLATES & SADDLES’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
12.12.1991 Repair ‘HITCH COMPLETE’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
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25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘HANDRAILS’.
25.03.1992 Repair ‘HOSE FITTINGS’.
25.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘WEAR PLATES & SADDLES’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘TRAIN PIPE’.
01.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘END BRAKE COCK’.
17.11.1992 Repair ‘HITCH COMPLETE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘HITCH COMPLETE’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BRAKE BLOCK RB101’.
03.06.1993 Repair ‘ISOLATING COCK’.
03.06.1993 Repair ‘WHEEL SET’.
03.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
09.07.1993 Repair ‘HITCH LOCK MECHANISM’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘FLOOR BOARDS’.
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03.12.1993 Repair ‘HITCH COMPLETE’.
03.12.1993 Repair ‘HITCH SCREW MECHANISM’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
04.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AFIY 3 G’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 3 G’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 3 G’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE RECLASSIFY’.
13.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 3 G’
13.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 3 G’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.

RFIY 4

07.02.1995 Reclassified from wagon ‘RFIY 4 J’ to ’ wagon ‘RFWY 4 F’.

RFIY 5

Details: wagon ‘RFIY 5 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 26.12.1995
Last Triple Valve: 18.08.1992
Last Brake Cylinder: 17.09.1992
Last Single Car Test: 23.01.1989
Last Lift: 25.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

19.06.1987 Alteration ‘RE TORQUE END CAP BOLTS ON BEARINGS ON AFIY/AFWY
INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD SPECIFICATIONS 250 -
270 FT LB (PTR001)’.

10.07.1989 Repair ‘BOGIE SPRING’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
21.08.1989 Repair ‘BOGIE SPRING’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
05.01.1990 Repair ‘HITCH SCREW MECHANISM’.
05.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
05.03.1990 Repair ‘HITCH COMPLETE’.
05.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘END BRAKE COCK’.
03.04.1990 Repair ‘HANDRAILS’.
03.04.1990 Repair ‘TRAIN PIPE (END)’.
03.04.1990 Repair ‘TRAIN PIPE’.
03.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.06.1990 Repair ‘COUPLER KNUCKLE’.
09.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
31.08.1990 Repair ‘HITCH SCREW MECHANISM’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘HITCH COMPLETE’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘END HOSE’.
11.03.1991 Repair ‘HITCH LOCK MECHANISM’.
11.03.1991 Repair ‘HOSE FITTINGS’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘HITCH COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
23.10.1991 Repair ‘END HOSE’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.12.1991 Repair ‘TRAIN PIPE (END)’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘HITCH LOCK MECHANISM’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
08.01.1992 Repair ‘HITCH COMPLETE’.
08.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 5 B’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘HITCH COMPLETE’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘HITCH COMPLETE’.
02.07.1992 Repair ‘HITCH PIVOT’.
02.07.1992 Repair ‘HITCH SCREW MECHANISM’.
02.07.1992 Repair ‘TRAIN PIPE (END)’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
24.07.1992 Repair ‘HANDRAILS’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
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18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRANCH PIPE’.
18.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘HITCH LOCK MECHANISM’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1992 Repair ‘COUPLER KNUCKLE’.
17.09.1992 Repair ‘FLOOR SHEETING’.
17.09.1992 Repair ‘HITCH SCREW MECHANISM’.
17.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘GRADE CONTROL VALVE’.
06.11.1992 Repair ‘HITCH COMPLETE’.
06.11.1992 Repair ‘HITCH SCREW MECHANISM’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
09.12.1992 Repair ‘END HOSE’.
09.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 5 B’
31.12.1992 Repair ‘HANDRAILS’.
31.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘WHEEL SET’.
01.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘HITCH COMPLETE’.
09.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
20.02.1993 Repair ‘HITCH COMPLETE’.
20.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘HITCH COMPLETE’.
25.02.1993 Repair ‘HITCH LOCK MECHANISM’.
25.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘TRAIN PIPE (END)’.
11.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘COUPLER KNUCKLE’.
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23.10.1993 Repair ‘WHEEL SET’.
23.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
03.12.1993 Repair ‘HITCH SCREW MECHANISM’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘END BRAKE COCK’.
07.12.1993 Repair ‘HOSE FITTINGS’.
07.12.1993 Repair ‘TRAIN PIPE’.
07.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
16.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
05.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 5 B’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 5 B’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 5 B’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 5 B’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
26.12.1995 Repair ‘VEHICLE COMPLETE’.

RFIY 7

14.12.1994 Reclassified from wagon ‘RFIY 7 N’ to ’ wagon ‘RFWY 7 J’.
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RFIY 8

30.01.1995 Reclassified from wagon ‘RFIY 8 W’ to ’ wagon ‘RFWY 8 S’.

RFIY 9

Details: wagon ‘RFIY 9 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 29.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY;STORED 05.09.94
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 29.05.1994
Due Triple Valve: 01.12.1987
Last Triple Valve: 25.02.1988
Last Brake Cylinder: 30.10.1991
Last Single Car Test: 21.06.1989
Last Lift: 28.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

07.07.1989 Repair ‘HANDRAILS’.
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07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 9 K’
28.09.1989 Repair ‘HANDRAILS’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 9 K’
28.11.1989 Repair ‘HANDRAILS’.
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1990 Repair ‘TRAIN PIPE (END)’.
23.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
15.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE ADAPTER’.
29.03.1990 Repair ‘BOGIE BEARERS’.
29.03.1990 Repair ‘BOGIE BOLSTER’.
29.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘BRAKE PULL ROD’.
29.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1990 Repair ‘WHEEL SET’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 9 K’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘FLOOR BOARDS’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 9 K’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BEARERS’.
17.04.1990 Repair ‘SIDE BEARER’.
17.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
16.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 9 K’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 9 K’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
10.01.1991 Repair ‘HANDRAILS’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 9 K’
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18.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 9 K’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘COUPLER KNUCKLE’.
14.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘HITCH PIVOT’.
20.09.1991 Repair ‘HITCH SCREW MECHANISM’.
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Repair ‘WHEEL SET’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 9 K’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 9 K’
30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 9 K’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘HITCH PIVOT’.
09.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 9 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 9 K’
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 10

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

02.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
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14.10.1989 Repair ‘HITCH COMPLETE’.
14.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘HITCH SCREW MECHANISM’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
16.02.1990 Repair ‘HITCH SCREW MECHANISM’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
28.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
12.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1990 Repair ‘COUPLER COMPLETE’.
12.05.1990 Repair ‘SIDE SILL’.
12.05.1990 Repair ‘WHEEL SET’.
12.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘WHEEL SET’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘HITCH SCREW MECHANISM’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘WHEEL SET’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
16.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
05.05.1991 Repair ‘HANDRAILS END’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
22.05.1991 Repair ‘HANDRAILS’.
22.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
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08.07.1991 Repair ‘HITCH COMPLETE’.
08.07.1991 Repair ‘HITCH SCREW MECHANISM’.
08.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BRAKE BLOCK RB95’.
08.10.1991 Repair ‘BRAKE BLOCK RB95’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘FLOOR BOARDS’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Repair ‘HITCH COMPLETE’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘HITCH LOCK MECHANISM’.
28.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
17.03.1992 Repair ‘FLOOR BOARDS’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘FLOOR BOARDS’.
08.04.1992 Repair ‘HITCH COMPLETE’.
08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1992 Repair ‘STRIKING CASTING’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1992 Repair ‘HOSE FITTINGS’.
28.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BRAKE PULL ROD’.
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10.07.1992 Repair ‘HOSE FITTINGS’.
10.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
25.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.10.1992 Repair ‘HITCH COMPLETE’.
17.10.1992 Repair ‘VEHICLE COMPLETE’.
17.10.1992 Repair ‘WHEEL SET’.
17.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
30.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BRANCH PIPE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.11.1992 Repair ‘HITCH COMPLETE’.
09.11.1992 Repair ‘HITCH SCREW MECHANISM’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘BRAKE BLOCK RB95’.
18.01.1993 Repair ‘BRAKE PULL ROD’.
18.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
21.01.1993 Repair ‘HANDRAILS END’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘HITCH COMPLETE’.
24.02.1993 Repair ‘HITCH PIVOT’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘TRAIN PIPE (END)’.
21.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
06.08.1993 Repair ‘HANDRAILS’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘END BRAKE COCK’.
10.09.1993 Repair ‘HITCH COMPLETE’.
10.09.1993 Repair ‘HOSE FITTINGS’.
10.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
12.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 10 G’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘FLOOR BOARDS’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
12.10.1993 Repair ‘HANDRAILS END’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 10 G’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘HANDRAILS END’.
27.10.1993 Repair ‘HANDRAILS END’.
27.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
27.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
27.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1993 Repair ‘COUPLER KNUCKLE’.
27.11.1993 Repair ‘HITCH COMPLETE’.
27.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 10 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 10 G’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 10 G’
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
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20.01.1995 Reclassified from wagon ‘RFIY 10 E’ to ’ wagon ‘RFWY 10 A’.

RFIY 11

11.01.1995 Reclassified from wagon ‘RFIY 11 N’ to ’ wagon ‘RFWY 11 J’.

RFIY 12

21.12.1994 Reclassified from wagon ‘RFIY 12 W’ to ’ wagon ‘RFWY 12 S’.

RFIY 13

Details: wagon ‘RFIY 13 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 06.09.1994
Last Triple Valve: 26.04.1989
Last Brake Cylinder: 01.03.1991
Last Single Car Test: 08.07.1991
Last Lift: 26.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

21.09.1989 Repair ‘HITCH SCREW MECHANISM’.
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21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 13 Y’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
06.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1990 Repair ‘TOP CENTRE PLATE’.
06.03.1990 Repair ‘WHEEL SET’.
06.03.1990 Repair ‘YOKE COMPLETE’.
06.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFIY 13 Y’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Repair ‘HANDRAILS END’.
09.07.1990 Repair ‘HITCH COMPLETE’.
09.07.1990 Repair ‘HOSE FITTINGS’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘HITCH COMPLETE’.
01.03.1991 Repair ‘HITCH LOCK MECHANISM’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘END HOSE’.
23.07.1991 Repair ‘HITCH SCREW MECHANISM’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 13 Y’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘WEAR PLATES & SADDLES’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
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16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.01.1992 Repair ‘HITCH SCREW MECHANISM’.
16.01.1992 Repair ‘VEHICLE COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘HITCH COMPLETE’.
26.10.1992 Repair ‘HITCH SCREW MECHANISM’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
20.11.1992 Repair ‘HANDRAILS END’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 13 Y’
23.12.1992 Repair ‘HANDRAILS’.
23.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 13 Y’
04.01.1993 Repair ‘STEP’.
04.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 13 Y’
11.01.1993 Repair ‘SIDE STEP’.
11.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 13 Y’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘COUPLER KNUCKLE’.
22.01.1993 Repair ‘END HOSE’.
22.01.1993 Repair ‘HITCH COMPLETE’.
22.01.1993 Repair ‘SIDE STEP’.
22.01.1993 Repair ‘TRAIN PIPE (END)’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘TRAIN PIPE (END)’.
02.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘COUPLER KNUCKLE’.
13.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1993 Repair ‘SIDE STEP’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK RB95’.
23.02.1993 Repair ‘HITCH COMPLETE’.
23.02.1993 Repair ‘STEP’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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21.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
30.04.1993 Repair ‘HITCH SCREW MECHANISM’.
30.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 13 Y’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘HITCH SCREW MECHANISM’.
12.05.1993 Repair ‘HITCH SCREW MECHANISM’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.10.1993 Repair ‘HITCH COMPLETE’.
29.10.1993 Repair ‘WHEEL SET’.
29.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘HITCH SCREW MECHANISM’.
17.12.1993 Repair ‘SIDE STEP’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 13 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 13 Y’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 13 Y’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 14

21.12.1994 Reclassified from wagon ‘RFIY 14 R’ to ’ wagon ‘RFWY 14 N’.

RFIY 15

Details: wagon ‘RFIY 15 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.04.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD HS CM CN AE CF
Return to Service Date: 27.05.1996
Last Brake Cylinder: 10.07.1991
Last Single Car Test: 05.08.1991
Last Lift: 01.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘HANDRAILS’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
17.08.1989 Repair ‘BRAKE BLOCK RB101’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1989 Repair ‘BOGIE COMPLETE’.
09.09.1989 Repair ‘BRAKE BLOCK RB101’.
09.09.1989 Repair ‘HITCH SCREW MECHANISM’.
09.09.1989 Repair ‘VEHICLE RECLASSIFY’.
09.09.1989 Repair ‘VEHICLE STENCILS’.
09.09.1989 Repair ‘WHEEL SET’.
09.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
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21.12.1989 Repair ‘SIDE STEP’.
21.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1990 Repair ‘HANDRAILS’.
02.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘EMPTY LOAD VALVE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘HITCH SCREW MECHANISM’.
24.04.1990 Repair ‘VEHICLE COMPLETE’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘HANDBRAKE HANDLE’.
23.07.1990 Repair ‘HITCH SCREW MECHANISM’.
23.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
30.07.1990 Repair ‘HITCH COMPLETE’.
30.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRAKE BLOCK RB101’.
09.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.08.1990 Repair ‘HITCH COMPLETE’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘FLOOR BOARDS’.
06.11.1990 Repair ‘HANDRAILS’.
06.11.1990 Repair ‘HITCH LOCK MECHANISM’.
06.11.1990 Repair ‘HITCH PIVOT’.
06.11.1990 Repair ‘HITCH SCREW MECHANISM’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
14.12.1990 Repair ‘HITCH SCREW MECHANISM’.
14.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘HANDRAILS END’.
21.02.1991 Repair ‘STEP’.
21.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘HITCH COMPLETE’.
10.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘TRAIN PIPE’.
02.08.1991 Repair ‘TRAIN PIPE’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘HITCH COMPLETE’.
14.08.1991 Repair ‘HITCH SCREW MECHANISM’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRAKE BLOCK RB101’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Repair ‘WHEEL SET’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRAKE LEVER’.
06.12.1991 Repair ‘BRAKE PULL ROD’.
06.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘END HOSE’.
06.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Repair ‘HITCH COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1992 Repair ‘HITCH COMPLETE’.
22.07.1992 Repair ‘WHEEL SET’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘HITCH COMPLETE’.
22.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’

12565



2. TIMS GROUP INFORMATION - WAGONS

03.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
19.02.1993 Repair ‘HANDRAILS END’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
07.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
08.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BRAKE BLOCK RB95’.
14.05.1993 Repair ‘BRAKE PULL ROD’.
14.05.1993 Repair ‘HOSE FITTINGS’.
14.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
27.08.1993 Repair ‘HANDRAILS END’.
27.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 15 F’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘HITCH COMPLETE’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
13.12.1993 Repair ‘HITCH SCREW MECHANISM’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 15 F’
13.01.1994 Repair ‘FLOOR BOARDS’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘FLOOR BOARDS’.
29.01.1994 Repair ‘HITCH SCREW MECHANISM’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 15 F’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 15 F’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 15 F’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
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18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RFIY 16

Details: wagon ‘RFIY 16 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 29.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.10.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY;STORED 05.09.94
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 29.05.1994
Last Brake Cylinder: 11.11.1991
Last Single Car Test: 16.10.1989
Last Lift: 26.10.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.
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19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘HITCH COMPLETE’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BEARINGS’.
25.08.1989 Repair ‘END BRAKE COCK’.
25.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
31.08.1989 Repair ‘HITCH SCREW MECHANISM’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘GRADE CONTROL VALVE’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘WHEEL SET’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
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02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE BLOCK RB95’.
02.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘BRAKE BLOCK RB95’.
16.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1990 Repair ‘END BRAKE COCK’.
22.05.1990 Repair ‘TRAIN PIPE (END)’.
22.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
30.05.1990 Repair ‘HITCH COMPLETE’.
30.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
13.06.1990 Repair ‘WHEEL SET’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘HITCH COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘WHEEL SET’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
29.11.1990 Repair ‘HITCH COMPLETE’.
29.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘HITCH COMPLETE’.
09.01.1991 Repair ‘TRAIN PIPE (END)’.
09.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
30.01.1991 Repair ‘BRAKE PULL ROD’.
30.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘HITCH COMPLETE’.
22.04.1991 Repair ‘HITCH SCREW MECHANISM’.
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22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
17.05.1991 Repair ‘HITCH SCREW MECHANISM’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘HANDRAILS’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
08.11.1991 Repair ‘HITCH COMPLETE’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 16 Y’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘HOSE FITTINGS’.
11.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘TRAIN PIPE (END)’.
09.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 16 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 16 Y’
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 17

Details: wagon ‘RFIY 17 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 30.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.05.1962
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD AE CZ
Return to Service Date: 27.11.1994
Due Triple Valve: 14.04.1988
Last Triple Valve: 04.02.1993
Last Brake Cylinder: 02.08.1990
Last Single Car Test: 05.08.1991
Last Lift: 10.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

03.08.1989 Repair ‘HITCH SCREW MECHANISM’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
17.11.1989 Repair ‘HANDRAILS’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
28.11.1989 Repair ‘HITCH SCREW MECHANISM’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE BLOCK RB95’.
08.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1990 Repair ‘TRAIN PIPE (END)’.
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.02.1990 Repair ‘END BRAKE COCK’.
06.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.02.1990 Repair ‘TRAIN PIPE (END)’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
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07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRAKE BLOCK RB95’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.03.1990 Repair ‘TOP CENTRE PLATE’.
07.03.1990 Repair ‘WHEEL SET’.
07.03.1990 Repair ‘YOKE COMPLETE’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFIY 17 E’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘HITCH LOCK MECHANISM’.
02.08.1990 Repair ‘HITCH SCREW MECHANISM’.
02.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘END SILL’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘HITCH COMPLETE’.
21.11.1990 Repair ‘WEAR PLATES & SADDLES’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘TRAIN PIPE’.
11.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘HITCH COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘WHEEL SET’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘WHEEL SET’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.

12572



2.641. Wagon classification starting with ‘RFI’

21.05.1991 Repair ‘HITCH COMPLETE’.
21.05.1991 Repair ‘HITCH LOCK MECHANISM’.
21.05.1991 Repair ‘HITCH SCREW MECHANISM’.
21.05.1991 Repair ‘WEAR PLATES & SADDLES’.
21.05.1991 Repair ‘WHEEL SET’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘TRAIN PIPE’.
11.07.1991 Repair ‘TRAIN PIPE’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1991 Repair ‘TRAIN PIPE (END)’.
02.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFIY 17 E’
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘HITCH COMPLETE’.
04.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘HITCH LOCK MECHANISM’.
07.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
13.12.1991 Repair ‘HITCH SCREW MECHANISM’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘BRAKE PULL ROD’.
30.01.1992 Repair ‘HITCH COMPLETE’.
30.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.02.1992 Repair ‘HITCH COMPLETE’.
14.02.1992 Repair ‘VEHICLE COMPLETE’.
14.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘EMPTY LOAD VALVE’.
06.05.1992 Repair ‘GRADE CONTROL VALVE’.
06.05.1992 Repair ‘HITCH COMPLETE’.
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06.05.1992 Repair ‘HITCH COMPLETE’.
06.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
20.07.1992 Repair ‘HANDBRAKE HANDLE’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1992 Repair ‘COUPLER KNUCKLE’.
28.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘HANDRAILS’.
15.09.1992 Repair ‘HITCH COMPLETE’.
15.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘AXLEBOX’.
26.10.1992 Repair ‘SIDE MEMBER’.
26.10.1992 Repair ‘TOP CENTRE PLATE’.
26.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BOGIE COMPLETE’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘HITCH COMPLETE’.
04.02.1993 Repair ‘HITCH SCREW MECHANISM’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘HITCH COMPLETE’.
16.03.1993 Repair ‘HITCH LOCK MECHANISM’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.06.1993 Repair ‘HITCH COMPLETE’.
23.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BRANCH PIPE’.
14.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
16.08.1993 Repair ‘HITCH LOCK MECHANISM’.
16.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.08.1993 Repair ‘HITCH COMPLETE’.
20.08.1993 Repair ‘HITCH LOCK MECHANISM’.
20.08.1993 Repair ‘HITCH SCREW MECHANISM’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
22.02.1994 Repair ‘HITCH LOCK MECHANISM’.
22.02.1994 Repair ‘HITCH SCREW MECHANISM’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 17 E’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 17 E’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 17 E’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 18

08.12.1994 Reclassified from wagon ‘RFIY 18 H’ to ’ wagon ‘RFWY 18 D’.

RFIY 19

Details: wagon ‘RFIY 19 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-17
Date Built: 01.12.1958
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFWY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 25.03.1996
Due Triple Valve: 23.01.1997
Last Triple Valve: 06.04.1988
Last Brake Cylinder: 23.02.1989
Last Single Car Test: 05.08.1991
Last Lift: 23.11.1987

06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO
‘RFIY‘. (NRC008)’. New class: ‘RFIY’.

07.06.1995 Repair ‘VEHICLE RECLASSIFY’.
07.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RFWY 19 M’
08.06.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RFWY 19 M’
30.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 19 M’
05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 19 M’
06.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RFIY 20

15.12.1994 Reclassified from wagon ‘RFIY 20 M’ to ’ wagon ‘RFWY 20 X’.

RFIY 21

02.02.1995 Reclassified from wagon ‘RFIY 21 V’ to ’ wagon ‘RFWY 21 R’.

RFIY 22

01.02.1995 Reclassified from wagon ‘RFIY 22 H’ to ’ wagon ‘RFWY 22 D’.

RFIY 23

Details: wagon ‘RFIY 23 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.09.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY;SOLD 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 13.03.1995
Due Triple Valve: 06.09.1990
Last Brake Cylinder: 24.07.1989
Last Single Car Test: 05.11.1993
Last Lift: 25.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘TRAIN PIPE (END)’.
21.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1989 Repair ‘WEAR PLATES & SADDLES’.
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21.07.1989 Repair ‘WHEEL SET’.
21.07.1989 Repair ‘YOKE COMPLETE’.
21.07.1989 Repair ‘YOKE FOLLOWER’.
21.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFWY 23 S’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘END HOSE’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
03.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘WHEEL SET’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
03.10.1989 Repair ‘HITCH SCREW MECHANISM’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘HITCH SCREW MECHANISM’.
23.10.1989 Repair ‘WHEEL SET’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
17.11.1989 Repair ‘END HOSE’.
17.11.1989 Repair ‘HITCH SCREW MECHANISM’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘END HOSE’.
16.01.1990 Repair ‘HITCH SCREW MECHANISM’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
01.02.1990 Repair ‘HITCH COMPLETE’.
01.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘RELAY VALVE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BEARERS’.
13.03.1990 Repair ‘SIDE BEARER’.
13.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
21.03.1990 Repair ‘HITCH COMPLETE’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
29.03.1990 Repair ‘TRAIN PIPE’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
09.04.1990 Repair ‘HITCH COMPLETE’.
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09.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘HITCH COMPLETE’.
05.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BEARERS’.
07.01.1991 Repair ‘BOGIE BEARERS’.
07.01.1991 Repair ‘SIDE BEARER’.
07.01.1991 Repair ‘SIDE BEARER’.
07.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
11.03.1991 Repair ‘HITCH COMPLETE’.
11.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.04.1991 Repair ‘TRAIN PIPE’.
09.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1991 Repair ‘WHEEL SET’.
27.06.1991 Repair ‘WHEEL SET’.
27.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
27.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
10.07.1991 Repair ‘HITCH COMPLETE’.
10.07.1991 Repair ‘HITCH SCREW MECHANISM’.
10.07.1991 Repair ‘WHEEL SET’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘TRAIN PIPE (END)’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘GRADE CONTROL VALVE’.
24.01.1992 Repair ‘HITCH COMPLETE’.
24.01.1992 Repair ‘WHEEL SET’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
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17.11.1992 Repair ‘HITCH COMPLETE’.
17.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘HOSE FITTINGS’.
21.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
31.12.1992 Repair ‘HANDRAILS’.
31.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
08.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRANCH PIPE’.
13.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘SIDE STEP’.
11.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘WHEEL SET’.
15.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘SIDE BEARER’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
28.07.1993 Repair ‘HITCH PIVOT’.
28.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
08.10.1993 Repair ‘HITCH SCREW MECHANISM’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
29.10.1993 Repair ‘HITCH LOCK MECHANISM’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 23 S’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘HITCH COMPLETE’.
05.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRAKE BLOCK RB95’.
12.11.1993 Repair ‘HITCH SCREW MECHANISM’.
12.11.1993 Repair ‘HITCH SCREW MECHANISM’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Repair ‘HANDBRAKE HANDLE’.
30.11.1993 Repair ‘HITCH COMPLETE’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
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08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 23 S’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 23 S’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.

RFIY 24

14.12.1994 Reclassified from wagon ‘RFIY 24 C’ to ’ wagon ‘RFWY 24 V’.

RFIY 25

Details: wagon ‘RFIY 25 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.02.1960
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Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD HS CM CN AE CF
Return to Service Date: 06.01.1996
Last Triple Valve: 05.03.1990
Last Brake Cylinder: 08.05.1990
Last Single Car Test: 25.09.1990
Last Lift: 19.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BRAKE BLOCK RB101’.
27.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1989 Repair ‘HITCH SCREW MECHANISM’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Repair ‘WHEEL SET’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘HITCH COMPLETE’.
03.11.1989 Repair ‘HITCH SCREW MECHANISM’.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
04.12.1989 Repair ‘HITCH COMPLETE’.
04.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘BRAKE BLOCK RB95’.
30.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
01.03.1990 Repair ‘HITCH SCREW MECHANISM’.
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01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1990 Repair ‘HITCH SCREW MECHANISM’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
09.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
03.05.1990 Repair ‘HITCH COMPLETE’.
03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘HITCH LOCK MECHANISM’.
08.05.1990 Repair ‘HITCH SCREW MECHANISM’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
06.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘WHEEL SET’.
13.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘TRAIN PIPE (END)’.
21.09.1990 Repair ‘WHEEL SET’.
21.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFWY 25 N’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
23.11.1990 Repair ‘HITCH COMPLETE’.
23.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
03.12.1990 Repair ‘HITCH PIVOT’.
03.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘HITCH COMPLETE’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
29.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
04.01.1991 Repair ‘HITCH SCREW MECHANISM’.
04.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
11.01.1991 Repair ‘HITCH SCREW MECHANISM’.
11.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 25 N’
18.01.1991 Repair ‘HITCH SCREW MECHANISM’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘HITCH COMPLETE’.
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21.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFWY 25 N’

12.02.1991 Repair ‘HITCH COMPLETE’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘HITCH COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘HITCH COMPLETE’.
03.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.11.1991 Repair ‘HANDRAILS END’.
06.11.1991 Repair ‘HITCH COMPLETE’.
06.11.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
20.03.1992 Repair ‘HITCH SCREW MECHANISM’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘HITCH COMPLETE’.
25.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BEARINGS’.
16.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1992 Repair ‘HITCH COMPLETE’.
16.11.1992 Repair ‘HITCH LOCK MECHANISM’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BRAKE PULL ROD’.
02.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.06.1993 Repair ‘HOSE FITTINGS’.
02.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
02.07.1993 Repair ‘HANDRAILS END’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 25 N’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE PULL ROD’.
12.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFWY 25 N’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘HITCH COMPLETE’.
13.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘HOSE FITTINGS’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Repair ‘TRAIN PIPE’.
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
20.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 25 N’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1993 Repair ‘DOOR LOCK MECHANISM’.
06.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1993 Repair ‘HITCH SCREW MECHANISM’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
08.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 25 N’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 25 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 25 N’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
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02.06.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.

RFIY 26

16.12.1994 Reclassified from wagon ‘RFIY 26 U’ to ’ wagon ‘RFWY 26 Q’.

RFIY 27

Details: wagon ‘RFIY 27 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 07.11.1994
Last Brake Cylinder: 21.10.1993
Last Single Car Test: 06.12.1989
Last Lift: 14.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.
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19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 27 M’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BRAKE LEVER’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘HITCH COMPLETE’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Repair ‘WHEEL SET’.
21.09.1990 Repair ‘WHEEL SET’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.10.1990 Repair ‘COUPLER KNUCKLE’.
31.10.1990 Repair ‘HITCH COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BRAKE LEVER’.
20.02.1991 Repair ‘BRAKE PULL ROD’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Repair ‘WHEEL SET’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
05.06.1991 Repair ‘HITCH COMPLETE’.
05.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 27 M’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BOLSTER’.
07.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
07.06.1991 Repair ‘BOGIE WEAR PLATES’.
07.06.1991 Repair ‘BRAKE BLOCK RB95’.
07.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘HITCH COMPLETE’.

12587



2. TIMS GROUP INFORMATION - WAGONS

07.06.1991 Repair ‘HITCH SCREW MECHANISM’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.08.1991 Repair ‘TRAIN PIPE’.
13.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘END HOSE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘HITCH COMPLETE’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘END HOSE’.
14.11.1991 Repair ‘HITCH COMPLETE’.
14.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.03.1992 Repair ‘COUPLER KNUCKLE’.
14.03.1992 Repair ‘HITCH COMPLETE’.
14.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
17.04.1992 Repair ‘HANDRAILS END’.
17.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘HITCH COMPLETE’.
17.11.1992 Repair ‘HITCH SCREW MECHANISM’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1993 Repair ‘COUPLER KNUCKLE’.
29.07.1993 Repair ‘EMPTY LOAD VALVE’.
29.07.1993 Repair ‘END BRAKE COCK’.
29.07.1993 Repair ‘GRADE CONTROL VALVE’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BOGIE SPRING’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
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11.08.1993 Repair ‘END BRAKE COCK’.
11.08.1993 Repair ‘HOSE FITTINGS’.
11.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘HITCH COMPLETE’.
01.10.1993 Repair ‘HITCH SCREW MECHANISM’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘HITCH COMPLETE’.
21.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 27 M’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 27 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 27 M’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 28

Details: wagon ‘RFIY 28 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.10.1960
Operating System: AN
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Intended Use: SEMITRAILERS
Remarks: EX AFIY;STORED 05.09.94
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 16.05.1994
Due Triple Valve: 01.06.1989
Last Triple Valve: 16.09.1993
Last Brake Cylinder: 08.12.1989
Last Single Car Test: 04.12.1989
Last Lift: 17.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE ADAPTER’.
01.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
06.12.1989 Repair ‘BRAKE LEVER’.
06.12.1989 Repair ‘BRAKE PULL ROD’.
06.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘HITCH COMPLETE’.
08.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘HITCH COMPLETE’.
20.02.1990 Repair ‘HITCH SCREW MECHANISM’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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12.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE COMPLETE’.
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Repair ‘COUPLER KNUCKLE’.
23.03.1990 Repair ‘HITCH COMPLETE’.
23.03.1990 Repair ‘HITCH SCREW MECHANISM’.
23.03.1990 Repair ‘WHEEL SET’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 28 V’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘WHEEL SET’.
29.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘WHEEL SET’.
18.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘END HOSE’.
09.08.1990 Repair ‘HITCH COMPLETE’.
09.08.1990 Repair ‘HITCH SCREW MECHANISM’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘HITCH SCREW MECHANISM’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE PULL ROD’.
30.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
09.11.1991 Repair ‘HITCH SCREW MECHANISM’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 28 V’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘HITCH PIVOT’.
22.11.1991 Repair ‘HITCH SCREW MECHANISM’.
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22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘TRAIN PIPE (END)’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BODY COMPLETE’.
26.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
12.04.1992 Repair ‘BRAKE BLOCK RB95’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 28 V’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BEARINGS’.
16.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘HITCH COMPLETE’.
16.11.1992 Repair ‘HITCH LOCK MECHANISM’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.12.1992 Repair ‘END BRAKE COCK’.
14.12.1992 Repair ‘HOSE FITTINGS’.
14.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
08.01.1993 Repair ‘END HOSE’.
08.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 28 V’
13.03.1993 Repair ‘HANDRAILS END’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 28 V’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘STRIKING CASTING’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BRAKE BLOCK RB95’.
10.06.1993 Repair ‘BRAKE PULL ROD’.
10.06.1993 Repair ‘BRANCH PIPE’.
10.06.1993 Repair ‘HOSE FITTINGS’.
10.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 28 V’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘HITCH COMPLETE’.
29.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1993 Repair ‘WHEEL SET’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
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07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 28 V’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 28 V’
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 29

20.02.1995 Reclassified from wagon ‘RFIY 29 B’ to ’ wagon ‘RFWY 29 U’.

RFIY 30

Details: wagon ‘RFIY 30 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.12.1961
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX TTX
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 07.01.1996
Due Triple Valve: 24.03.1988
Last Triple Valve: 12.02.1992
Last Brake Cylinder: 12.02.1992
Last Single Car Test: 24.06.1991
Last Lift: 10.02.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.
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03.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BRAKE BLOCK RB101’.
14.08.1989 Repair ‘BRAKE LEVER’.
14.08.1989 Repair ‘BRAKE PIN’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1989 Repair ‘HITCH SCREW MECHANISM’.
14.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1989 Repair ‘WHEEL SET’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB101’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘WHEEL SET’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
03.12.1989 Repair ‘END HOSE’.
03.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
20.12.1989 Repair ‘HANDRAILS’.
20.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
23.05.1990 Repair ‘HITCH PIVOT’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘HITCH SCREW MECHANISM’.
25.05.1990 Repair ‘NYLON HOSE’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.05.1990 Repair ‘TRAIN PIPE’.
31.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB101’.
17.08.1990 Repair ‘HITCH COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘WHEEL SET’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
07.12.1990 Repair ‘HANDRAILS’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘HITCH COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
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12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE PULL ROD’.
09.04.1991 Repair ‘WHEEL SET’.
09.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFIY 30 D’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘HANDRAILS’.
18.12.1991 Repair ‘HITCH COMPLETE’.
18.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
12.01.1992 Repair ‘BRAKE BLOCK RB101’.
12.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
18.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.01.1992 Repair ‘COUPLER KNUCKLE’.
18.01.1992 Repair ‘HITCH COMPLETE’.
18.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.02.1992 Repair ‘END HOSE’.
12.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1992 Repair ‘WEAR PLATES & SADDLES’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE BLOCK RB101’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘HITCH COMPLETE’.
06.04.1992 Repair ‘HITCH SCREW MECHANISM’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
22.06.1992 Repair ‘HANDRAILS’.
22.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
15.07.1992 Repair ‘BODY COMPLETE’.
15.07.1992 Repair ‘HOSE FITTINGS’.
15.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
23.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
28.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
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14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
11.09.1992 Repair ‘HANDRAILS’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB101’.
19.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE PULL ROD’.
10.11.1992 Repair ‘HOSE FITTINGS’.
10.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 30 D’
26.11.1993 Repair ‘HITCH COMPLETE’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘HITCH COMPLETE’.
06.12.1993 Repair ‘HITCH COMPLETE’.
06.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘BRAKE BLOCK RB101’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
22.02.1994 Repair ‘BODY COMPLETE’.
22.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 30 D’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 30 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFIY 30 D’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
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15.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.

RFIY 31

05.12.1994 Reclassified from wagon ‘RFIY 31 G’ to ’ wagon ‘RFWY 31 C’.

RFIY 33

01.02.1995 Reclassified from wagon ‘RFIY 33 B’ to ’ wagon ‘RFWY 33 U’.

RFIY 34

07.04.1995 Reclassified from wagon ‘RFIY 34 K’ to ’ wagon ‘RFWY 34 G’.

RFIY 35

Details: wagon ‘RFIY 35 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 02.10.1994
Due Triple Valve: 15.06.1988
Last Triple Valve: 03.08.1988
Last Brake Cylinder: 10.09.1991
Last Single Car Test: 02.11.1993
Last Lift: 06.07.1985
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13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

05.07.1989 Repair ‘HITCH SCREW MECHANISM’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
20.09.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1989 Repair ‘WHEEL SET’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
02.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘END BRAKE COCK’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘HITCH COMPLETE’.
05.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.02.1990 Repair ‘TRAIN PIPE’.
13.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘AXLEBOX’.
06.03.1990 Repair ‘TRAIN PIPE’.
06.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
10.03.1990 Repair ‘HITCH SCREW MECHANISM’.
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10.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘TRAIN PIPE (END)’.
28.03.1990 Repair ‘TRAIN PIPE’.
28.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRANCH PIPE’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘WEAR PLATES & SADDLES’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.10.1990 Repair ‘HITCH COMPLETE’.
09.10.1990 Repair ‘HITCH SCREW MECHANISM’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
26.02.1991 Repair ‘HITCH SCREW MECHANISM’.
26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
04.05.1991 Repair ‘WHEEL SET’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘END BRAKE COCK’.
08.05.1991 Repair ‘HITCH COMPLETE’.
08.05.1991 Repair ‘WHEEL SET’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
08.08.1991 Repair ‘HANDRAILS’.
08.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.09.1991 Repair ‘HANDRAILS END’.
10.09.1991 Repair ‘HITCH SCREW MECHANISM’.
10.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE SIDEFRAME’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘HITCH COMPLETE’.
30.09.1991 Repair ‘HITCH SCREW MECHANISM’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BRANCH PIPE’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
06.01.1992 Repair ‘HITCH COMPLETE’.
06.01.1992 Repair ‘HITCH PIVOT’.
06.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
12.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
27.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘HITCH COMPLETE’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘TRAIN PIPE (END)’.
06.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFWY 35 V’

03.08.1992 Repair ‘HITCH SCREW MECHANISM’.
03.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.08.1992 Repair ‘END BRAKE COCK’.
20.08.1992 Repair ‘GRADE CONTROL VALVE’.
20.08.1992 Repair ‘HANDRAILS END’.
20.08.1992 Repair ‘HITCH COMPLETE’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
14.09.1992 Repair ‘HITCH COMPLETE’.
14.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
23.10.1992 Repair ‘HITCH SCREW MECHANISM’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
03.11.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BEARINGS’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘HITCH COMPLETE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
26.11.1992 Repair ‘HANDRAILS END’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘HITCH COMPLETE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘HITCH COMPLETE’.
04.05.1993 Repair ‘WHEEL SET’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
18.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1993 Repair ‘RELAY VALVE’.
18.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘HITCH COMPLETE’.
02.10.1993 Repair ‘HITCH COMPLETE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
12.10.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘SIDE STEP’.
02.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFWY 35 V’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
24.12.1993 Repair ‘HITCH SCREW MECHANISM’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 35 V’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 35 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 35 V’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 35 V’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 36

Details: wagon ‘RFIY 36 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1960
Operating System: AN
Intended Use: SEMITRAILERS
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Remarks: EX RFIY / RFWY 36 B
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 01.07.1996
Last Triple Valve: 17.01.1992
Last Brake Cylinder: 25.11.1991
Last Single Car Test: 24.06.1991
Last Lift: 10.11.1987

05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘HITCH SCREW MECHANISM’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
21.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘HITCH LOCK MECHANISM’.
28.08.1989 Repair ‘HITCH SCREW MECHANISM’.
28.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.01.1990 Repair ‘TRAIN PIPE (END)’.
22.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘HITCH COMPLETE’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Repair ‘WEAR PLATES & SADDLES’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘HITCH COMPLETE’.
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07.11.1990 Repair ‘HITCH SCREW MECHANISM’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘TRAIN PIPE (END)’.
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BRAKE BLOCK RB95’.
21.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘HITCH COMPLETE’.
21.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘HITCH COMPLETE’.
22.04.1991 Repair ‘HITCH PIVOT’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
13.06.1991 Repair ‘HITCH COMPLETE’.
13.06.1991 Repair ‘HITCH LOCK MECHANISM’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘DOOR HINGES AND PINS’.
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR HINGES AND PINS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘HITCH COMPLETE’.
25.11.1991 Repair ‘HITCH COMPLETE’.
25.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1991 Repair ‘WEAR PLATES & SADDLES’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
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03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
03.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘HITCH COMPLETE’.
17.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘TRAIN PIPE’.
27.05.1992 Repair ‘TRAIN PIPE’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
15.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.06.1992 Repair ‘HITCH COMPLETE’.
24.06.1992 Repair ‘HITCH SCREW MECHANISM’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BRAKE BLOCK RB95’.
10.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘HITCH COMPLETE’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘GRADE CONTROL VALVE’.
05.11.1992 Repair ‘HITCH COMPLETE’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.02.1993 Repair ‘HITCH SCREW MECHANISM’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘HITCH COMPLETE’.
03.08.1993 Repair ‘HITCH LOCK MECHANISM’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘END BRAKE COCK’.
22.09.1993 Repair ‘TRAIN PIPE (END)’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘BRAKE PULL ROD’.
03.11.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.11.1993 Repair ‘HOSE FITTINGS’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
08.11.1993 Repair ‘STEP’.
08.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
13.11.1993 Repair ‘END HOSE’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘END HOSE’.
21.01.1994 Repair ‘HITCH SCREW MECHANISM’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
25.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
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16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RFWY 36 B’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
14.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFWY 36 B’
07.08.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFWY 36 B’
20.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RFWY 36 B’
23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RFWY 36 B’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RFIY 37

Details: wagon ‘RFIY 37 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.12.1960
Operating System: AN
Intended Use: SEMITRAILERS

12607



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX AFWY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 27.03.1996
Last Brake Cylinder: 08.07.1990
Last Single Car Test: 30.03.1993
Last Lift: 14.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘GRADE CONTROL VALVE’.
01.07.1989 Repair ‘HITCH COMPLETE’.
01.07.1989 Repair ‘WHEEL SET’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘VEHICLE RECLASSIFY’.
16.08.1989 Repair ‘VEHICLE STENCILS’.
16.08.1989 Repair ‘WHEEL SET’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘HITCH LOCK MECHANISM’.
07.07.1990 Repair ‘HITCH SCREW MECHANISM’.
07.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘BRAKE BLOCK RB101’.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
06.10.1990 Repair ‘HITCH SCREW MECHANISM’.
06.10.1990 Repair ‘HOSE FITTINGS’.
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06.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
19.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
14.12.1990 Repair ‘HITCH COMPLETE’.
14.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘HITCH COMPLETE’.
18.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 37 Q’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
11.04.1991 Repair ‘HITCH COMPLETE’.
11.04.1991 Repair ‘HITCH SCREW MECHANISM’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRAKE BLOCK RB101’.
26.03.1992 Repair ‘BRAKE PULL ROD’.
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 37 Q’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘TRAIN PIPE (END)’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 37 Q’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘HITCH COMPLETE’.
14.05.1992 Repair ‘HITCH SCREW MECHANISM’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
22.05.1992 Repair ‘END HOSE’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
26.05.1992 Repair ‘END HOSE’.
26.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BEARINGS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
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17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘HITCH COMPLETE’.
17.11.1992 Repair ‘HITCH SCREW MECHANISM’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
21.11.1992 Repair ‘HITCH LOCK MECHANISM’.
21.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BRAKE PULL ROD’.
21.12.1992 Repair ‘HITCH COMPLETE’.
21.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 37 Q’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘HITCH COMPLETE’.
13.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 37 Q’
22.01.1993 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
05.02.1993 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘HITCH COMPLETE’.
10.03.1993 Repair ‘TRAIN PIPE’.
10.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFWY 37 Q’
16.04.1993 Repair ‘SIDE STEP’.
16.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
06.05.1993 Repair ‘SIDE STEP’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
24.05.1993 Repair ‘HITCH COMPLETE’.
24.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
11.09.1993 Repair ‘HITCH COMPLETE’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 37 Q’
19.09.1993 Repair ‘BOGIE ADAPTER’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 37 Q’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘HITCH COMPLETE’.
23.09.1993 Repair ‘HITCH LOCK MECHANISM’.
23.09.1993 Repair ‘HITCH SCREW MECHANISM’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 37 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 37 Q’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
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05.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

RFIY 38

21.12.1994 Reclassified from wagon ‘RFIY 38 A’ to ’ wagon ‘RFWY 38 T’.

RFIY 39

Details: wagon ‘RFIY 39 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1962
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 28.08.1995
Last Brake Cylinder: 21.08.1992
Last Single Car Test: 02.07.1991
Last Lift: 25.09.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.
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04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘ISOLATING COCK’.
07.07.1989 Repair ‘TRAIN PIPE (END)’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFWY 39 L’
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘WHEEL SET’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘VEHICLE RECLASSIFY’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘HITCH COMPLETE’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘HITCH COMPLETE’.
19.12.1989 Repair ‘HITCH SCREW MECHANISM’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘END BRAKE COCK’.
13.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘WHEEL SET’.
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25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
09.02.1990 Repair ‘SIDE STEP’.
09.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE BLOCK RB95’.
25.05.1990 Repair ‘ISOLATING COCK’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘HITCH SCREW MECHANISM’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘FLOOR BOARDS’.
10.08.1990 Repair ‘HITCH COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘HITCH SCREW MECHANISM’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘BRAKE PULL ROD’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
12.12.1990 Repair ‘HITCH SCREW MECHANISM’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFWY 39 L’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘HITCH LOCK MECHANISM’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
07.06.1991 Repair ‘END HOSE’.
07.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 39 L’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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27.06.1991 Repair ‘TRAIN PIPE’.
27.06.1991 Repair ‘TRAIN PIPE’.
27.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
27.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘HITCH SCREW MECHANISM’.
23.07.1991 Repair ‘HITCH SCREW MECHANISM’.
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘HITCH COMPLETE’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘HITCH COMPLETE’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘WHEEL SET’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.06.1992 Repair ‘HITCH COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE BEARERS’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘BRAKE PULL ROD’.
20.07.1992 Repair ‘SIDE BEARER’.
20.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1992 Repair ‘HITCH COMPLETE’.
21.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
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31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
26.10.1992 Repair ‘END HOSE’.
26.10.1992 Repair ‘VEHICLE COMPLETE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘SHUNT PAD’.
14.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
19.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRANCH PIPE’.
05.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
15.03.1993 Repair ‘HITCH SCREW MECHANISM’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
18.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1993 Repair ‘COUPLER KNUCKLE’.
18.09.1993 Repair ‘FLOOR BOARDS’.
18.09.1993 Repair ‘HITCH COMPLETE’.
18.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
01.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 39 L’
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘BRANCH PIPE’.
23.10.1993 Repair ‘HITCH COMPLETE’.
23.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘HITCH SCREW MECHANISM’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 39 L’
31.01.1994 Repair ‘HITCH SCREW MECHANISM’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER KNUCKLE’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFWY 39 L’
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05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 39 L’
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFWY 39 L’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.

RFIY 40

Details: wagon ‘RFIY 40 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1962
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY;STORED 02.03.95
BSG Code: FSFV

Capacity of 61.4 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 02.12.1994
Due Triple Valve: 20.11.1991
Last Triple Valve: 03.06.1992
Last Brake Cylinder: 05.11.1990
Last Single Car Test: 02.11.1988
Last Lift: 07.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1990 Repair ‘BRAKE LEVER’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘END BRAKE COCK’.
27.06.1990 Repair ‘END HOSE’.
27.06.1990 Repair ‘HANDRAILS END’.
27.06.1990 Repair ‘HITCH COMPLETE’.
27.06.1990 Repair ‘HITCH LOCK MECHANISM’.
27.06.1990 Repair ‘HITCH SCREW MECHANISM’.
27.06.1990 Repair ‘HOSE FITTINGS’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Repair ‘TRAIN PIPE’.
27.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRANCH PIPE’.
28.06.1990 Repair ‘HITCH SCREW MECHANISM’.
28.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 40 L’
27.07.1990 Repair ‘HITCH SCREW MECHANISM’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BOGIE COMPLETE’.
05.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘HANDRAILS’.
05.11.1990 Repair ‘HITCH COMPLETE’.
05.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
20.11.1990 Repair ‘HITCH SCREW MECHANISM’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.02.1991 Repair ‘COUPLER KNUCKLE’.
08.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.02.1991 Repair ‘FLOOR BOARDS’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
27.02.1991 Repair ‘HANDRAILS’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.09.1991 Repair ‘GRADE CONTROL VALVE’.
05.09.1991 Repair ‘HANDRAILS’.
05.09.1991 Repair ‘HITCH COMPLETE’.
05.09.1991 Repair ‘SIDE STEP’.
05.09.1991 Repair ‘SIDE STEP’.
05.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘SIDE STEP’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
28.12.1991 Repair ‘SIDE STEP’.
28.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
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08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1992 Repair ‘STEP’.
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRAKE BLOCK RB95’.
03.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.06.1992 Repair ‘HITCH COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
06.07.1992 Repair ‘HITCH COMPLETE’.
06.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘HITCH COMPLETE’.
10.07.1992 Repair ‘HITCH SCREW MECHANISM’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BRAKE PULL ROD’.
17.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.07.1992 Repair ‘HANDRAILS’.
17.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
01.08.1992 Repair ‘STEP’.
01.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 40 L’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘HITCH LOCK MECHANISM’.
26.08.1992 Repair ‘RELAY VALVE’.
26.08.1992 Repair ‘WHEEL SET’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘END HOSE’.
23.10.1992 Repair ‘HITCH COMPLETE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
20.11.1992 Repair ‘HANDRAILS’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
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10.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘HITCH COMPLETE’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
14.03.1993 Repair ‘HANDRAILS’.
14.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘HANDRAILS’.
23.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 40 L’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘FLOOR SUPPORT’.
13.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘HITCH COMPLETE’.
28.07.1993 Repair ‘HITCH LOCK MECHANISM’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘FLOOR SHEETING’.
23.09.1993 Repair ‘HITCH COMPLETE’.
23.09.1993 Repair ‘HITCH SCREW MECHANISM’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
30.09.1993 Repair ‘HANDRAILS’.
30.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 40 L’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘COUPLER KNUCKLE’.
09.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1993 Repair ‘HITCH LOCK MECHANISM’.
09.11.1993 Repair ‘HITCH SCREW MECHANISM’.
09.11.1993 Repair ‘SIDE STEP’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFIY 40 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 40 L’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
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21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 40 L’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 41

Details: wagon ‘RFIY 41 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 10.11.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY;STORED 05.09.94
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 29.05.1994
Last Brake Cylinder: 11.12.1990
Last Single Car Test: 18.06.1991
Last Lift: 21.05.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

12621



2. TIMS GROUP INFORMATION - WAGONS

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BEARINGS’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘HANDRAILS’.
28.11.1989 Repair ‘HANDRAILS END’.
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BEARERS’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘SIDE BEARER’.
07.02.1990 Repair ‘TRAIN PIPE’.
07.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘HANDRAILS’.
20.02.1990 Repair ‘TRAIN PIPE’.
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘HANDRAILS END’.
22.03.1990 Repair ‘HITCH COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1990 Repair ‘TRAIN PIPE’.
20.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
05.06.1990 Repair ‘HITCH LOCK MECHANISM’.
05.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 41 Q’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
11.09.1990 Repair ‘HITCH SCREW MECHANISM’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 41 Q’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘HITCH PIVOT’.
05.10.1990 Repair ‘HITCH SCREW MECHANISM’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Repair ‘BRAKE LEVER’.
07.11.1990 Repair ‘HITCH COMPLETE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘HITCH SCREW MECHANISM’.
11.12.1990 Repair ‘HITCH SCREW MECHANISM’.
11.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘HITCH COMPLETE’.
11.02.1991 Repair ‘TRAIN PIPE’.
11.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘END HOSE’.
15.02.1991 Repair ‘FLOOR BOARDS’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘WHEEL SET’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.05.1991 Repair ‘HITCH COMPLETE’.
03.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.06.1991 Repair ‘STEP’.
11.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
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12.06.1991 Repair ‘STEP’.
12.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFWY 41 Q’
03.08.1991 Repair ‘HITCH SCREW MECHANISM’.
03.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 41 Q’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘HITCH SCREW MECHANISM’.
18.12.1991 Repair ‘HITCH SCREW MECHANISM’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
04.01.1992 Repair ‘TRAIN PIPE (END)’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 41 Q’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘HITCH COMPLETE’.
13.01.1992 Repair ‘TRAIN PIPE (END)’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
25.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 41 Q’
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFWY 41 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFWY 41 Q’
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.

RFIY 42

07.02.1995 Reclassified from wagon ‘RFIY 42 A’ to ’ wagon ‘RFWY 42 T’.

RFIY 43

Details: wagon ‘RFIY 43 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 33.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
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Date Built: 01.12.1963
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 24.01.1995
Due Triple Valve: 27.02.1989
Last Brake Cylinder: 07.08.1990
Last Single Car Test: 10.04.1989
Last Lift: 01.01.1983

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
12.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BEARINGS’.
07.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘HITCH SCREW MECHANISM’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
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27.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1990 Repair ‘LASHING POINT’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
12.07.1990 Repair ‘HITCH SCREW MECHANISM’.
12.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.08.1990 Repair ‘HITCH COMPLETE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
30.08.1990 Repair ‘SIDE STEP’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
30.09.1990 Repair ‘BRAKE BLOCK RB95’.
30.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE PULL ROD’.
16.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
17.10.1990 Repair ‘BRAKE BLOCK RB95’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
18.10.1990 Repair ‘SIDE STEP’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
30.10.1990 Repair ‘LASHING POINT’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘HITCH COMPLETE’.
18.12.1990 Repair ‘WHEEL SET’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘SIDE STEP’.
07.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘BRAKE BLOCK RB95’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘HITCH COMPLETE’.
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31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
23.08.1991 Repair ‘HITCH SCREW MECHANISM’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
27.09.1991 Repair ‘HITCH PIVOT’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
04.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
10.12.1991 Repair ‘HITCH COMPLETE’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘TRAIN PIPE (END)’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
21.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
07.12.1992 Repair ‘HITCH SCREW MECHANISM’.
07.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFIY 43 P’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘HOSE FITTINGS’.
16.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘HITCH SCREW MECHANISM’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘HOSE FITTINGS’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1993 Repair ‘END BRAKE COCK’.
20.12.1993 Repair ‘HITCH COMPLETE’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFIY 43 P’
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27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘END HOSE’.
27.01.1994 Repair ‘TRAIN PIPE’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFIY 43 P’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFIY 43 P’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Alteration ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class: ‘RFWY’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.

RFIY 45

02.02.1995 Reclassified from wagon ‘RFIY 45 E’ to ’ wagon ‘RFWY 45 A’.

2.642 Wagon classification starting with ‘RFQ’

RFQF 2406

Details: wagon ‘RFQF 2406 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 39.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X3
Original Cost: $29930
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: NS 175
Date Built: 07.09.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AZQF
BSG Code: FSFZ

Capacity of 74 tonnes
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Fleet Grp Code: UZ UH AE CM CN CF
Return to Service Date: 05.03.1996
Last Brake Cylinder: 29.01.1992
Last Single Car Test: 22.06.1992
Last Lift: 18.03.1982

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

09.02.1987 Alteration ‘REPLACE EXISTING INNER AND OUTER MAIN COIL
SPRINGS (16 OFF EACH PER 6-WHEEL BOGIE) WITH STANDARD ANZR 93 MM
TRAVEL INNER AND OUTER SPRINGS AZQY & ATGY (RS4176)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.09.1989 Repair ‘STEP’.
18.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘TOP CENTRE PLATE’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZQF 2406 P’
24.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1990 Repair ‘STEP’.
20.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZQF 2406 P’
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘STEP’.
14.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AZQF 2406 P’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.09.1990 Repair ‘BRAKE PULL ROD’.
11.09.1990 Repair ‘TRAIN PIPE (END)’.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1990 Repair ‘BRAKE PIN’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘UNDERFRAME COMPLETE’.
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07.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AZQF 2406 P’

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘STEP’.
11.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZQF 2406 P’
06.05.1991 Alteration ‘THE MANUFACTURE AND INSTALLATION OF BOGIE

SIDEFRAME STIFFENERS (DWG A3/W3-34) AND BRAKE LEVER BRACKET
ASSEMBLY (DWG A2/W4-65). ALSO THE MODIFICATIONS TO BRAKE LEVER
(A2/W4-65). ALL DETAILS TO BE ASSEMBLED AS PER DWG A1/W3-33 TO
‘ATGF’ &‘AZQF’ WAGONS. ATGF & AZQF. (RS4592)’.

31.05.1991 Repair ‘STEP’.
31.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
03.06.1991 Repair ‘STEP’.
03.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZQF 2406 P’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZQF 2406 P’
18.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZQF 2406 P’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘DOOR LOCK MECHANISM’.
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
26.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AZQF 2406 P’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1992 Repair ‘BRAKE BLOCK RB95’.
19.06.1992 Repair ‘BRAKE LEVER’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘WHEEL SET’.
19.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
26.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
27.08.1993 Repair ‘BODY COMPLETE’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AZQF 2406 P’
23.03.1994 Repair ‘STEP’.
23.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AZQF’ FLAT WAGON TO ‘RFQF‘.

(NRC032)’. New class: ‘RFQF’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AZQF 2406 P’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.

2.643 Wagon classification starting with ‘RFR’

RFRX 60108

Details: wagon ‘RFRX 60108 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX/NQEX RQRX 60108 M
BSG Code: NXQQ
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Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AE CN
Return to Service Date: 23.02.1996
Last Lift: 20.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60108 M’
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RFRX 60164

Details: wagon ‘RFRX 60164 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21769/NQEX 60164 E/RQRX 60164 B
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AE RZ RB CN
Return to Service Date: 27.06.1996
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60164 B’
15.10.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RFRX 60166

Details: wagon ‘RFRX 60166 U’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21771/NQEX60166W / RQRX 60166 T
BSG Code: NXQZ

Capacity of 53 tonnes

Fleet Grp Code: AE RZ RB CN
Return to Service Date: 21.12.1990
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60166 T’

RFRX 60176

Details: wagon ‘RFRX 60176 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60176 H / RQRX 60176 E
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AE CN
Return to Service Date: 01.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
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26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQRX 60176 E’

31.12.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RFRX 60182

Details: wagon ‘RFRX 60182 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21787 / RQRX 60182 W
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AE RZ RB CN
Return to Service Date: 11.02.1996
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60182 W’
28.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.

RFRX 60200

Details: wagon ‘RFRX 60200 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQDX 21805 / RQRX 60200 Q
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ AE RB CN
Return to Service Date: 01.07.1996
Last Single Car Test: 23.03.1989
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60200 Q’
22.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RFRX 60220

Details: wagon ‘RFRX 60220 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60220 M / RQRX 60220 J
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AE RZ RB CN
Return to Service Date: 05.06.1996
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60220 J’
31.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
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RFRX 60221

Details: wagon ‘RFRX 60221 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60221 V / RQRX 60221 S
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AE RZ RB CN
Return to Service Date: 06.09.1996
Cont Connector Type:] P
Cont Max Slots: 3

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60221 S’
10.11.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

2.644 Wagon classification starting with ‘RFS’

RFSY 102

Details: wagon ‘RFSY 102 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 09.02.1995
Last Brake Cylinder: 02.09.1992
Last Single Car Test: 07.12.1993
Last Lift: 14.10.1980

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘HITCH COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘WHEEL SET’.
16.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘BRANCH PIPE’.
09.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
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09.03.1990 Repair ‘EMPTY LOAD VALVE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘WEAR PLATES & SADDLES’.
09.03.1990 Repair ‘WHEEL SET’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘HITCH COMPLETE’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 102 L’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1990 Repair ‘BRAKE ADJUSTING LEVER’.
08.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.06.1990 Repair ‘COUPLER KNUCKLE’.
08.06.1990 Repair ‘EMPTY LOAD VALVE’.
08.06.1990 Repair ‘HITCH LOCK MECHANISM’.
08.06.1990 Repair ‘HITCH SCREW MECHANISM’.
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Repair ‘TRAIN PIPE’.
08.06.1990 Repair ‘WHEEL SET’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
20.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 102 L’
30.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 102 L’
10.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 102 L’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
18.03.1992 Repair ‘BRAKE BLOCK RB95’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 102 L’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘HITCH PIVOT’.
30.06.1992 Repair ‘HITCH SCREW MECHANISM’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
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02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.09.1992 Repair ‘EMPTY LOAD VALVE’.
02.09.1992 Repair ‘GRADE CONTROL VALVE’.
02.09.1992 Repair ‘HITCH COMPLETE’.
02.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘HITCH PIVOT’.
03.02.1993 Repair ‘HITCH SCREW MECHANISM’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
23.08.1993 Repair ‘HITCH LOCK MECHANISM’.
23.08.1993 Repair ‘HITCH SCREW MECHANISM’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 102 L’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 102 L’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BEARERS’.
07.12.1993 Repair ‘SIDE BEARER’.
07.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 102 L’
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 102 L’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 102 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 102 L’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 102 L’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
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RFSY 103

Details: wagon ‘RFSY 103 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 20.06.1996
Last Triple Valve: 17.10.1990
Last Brake Cylinder: 02.02.1990
Last Single Car Test: 01.12.1989
Last Lift: 16.06.1987

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
09.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 103 U’
20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1990 Repair ‘BRAKE LEVER’.
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20.01.1990 Repair ‘BRAKE PULL ROD’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘EMPTY LOAD VALVE’.
20.01.1990 Repair ‘HITCH LOCK MECHANISM’.
20.01.1990 Repair ‘HITCH SCREW MECHANISM’.
20.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
26.03.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BRANCH PIPE’.
05.04.1990 Repair ‘HITCH SCREW MECHANISM’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
05.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘BRAKE PULL ROD’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘EMPTY LOAD VALVE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘WHEEL SET’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.10.1990 Repair ‘HITCH COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
17.12.1990 Repair ‘HITCH COMPLETE’.
17.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
04.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
21.03.1991 Repair ‘HITCH SCREW MECHANISM’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘HITCH COMPLETE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
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21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘EMPTY LOAD VALVE’.
21.05.1991 Repair ‘GRADE CONTROL VALVE’.
21.05.1991 Repair ‘HITCH COMPLETE’.
21.05.1991 Repair ‘HITCH LOCK MECHANISM’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
23.08.1991 Repair ‘HITCH COMPLETE’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BRAKE BLOCK RB95’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘HITCH COMPLETE’.
24.09.1991 Repair ‘HITCH COMPLETE’.
24.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘HITCH SCREW MECHANISM’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 103 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 103 U’
20.06.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 104

Details: wagon ‘RFSY 104 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 08.01.1996
Due Triple Valve: 07.01.1992
Last Brake Cylinder: 25.05.1993
Last Single Car Test: 19.08.1991
Last Lift: 06.12.1984

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘HITCH COMPLETE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
18.11.1989 Repair ‘STEP’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 104 G’
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
13.02.1990 Repair ‘HITCH COMPLETE’.
13.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
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15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘HITCH COMPLETE’.
15.02.1990 Repair ‘HITCH SCREW MECHANISM’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘TRAIN PIPE (END)’.
09.03.1990 Repair ‘TRAIN PIPE’.
09.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BEARINGS’.
19.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1990 Repair ‘STEP’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
15.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.09.1990 Repair ‘HITCH COMPLETE’.
15.09.1990 Repair ‘HITCH PIVOT’.
15.09.1990 Repair ‘VEHICLE COMPLETE’.
15.09.1990 Repair ‘VEHICLE COMPLETE’.
15.09.1990 Repair ‘VEHICLE COMPLETE’.
15.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRANCH PIPE’.
07.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1991 Repair ‘HITCH COMPLETE’.
07.01.1991 Repair ‘HITCH LOCK MECHANISM’.

12644



2.644. Wagon classification starting with ‘RFS’

07.01.1991 Repair ‘HITCH SCREW MECHANISM’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
12.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 104 G’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1991 Repair ‘HITCH COMPLETE’.
14.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
08.04.1991 Repair ‘HITCH LOCK MECHANISM’.
08.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.07.1991 Repair ‘HITCH COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.08.1991 Repair ‘WEAR PLATES & SADDLES’.
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
16.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
23.09.1992 Repair ‘TOP CENTRE PLATE’.
23.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 104 G’
29.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 104 G’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
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30.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘HITCH COMPLETE’.
25.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1993 Repair ‘VEHICLE STENCILS’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
08.07.1993 Repair ‘SIDE STEP’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
19.07.1993 Repair ‘HITCH LOCK MECHANISM’.
19.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
27.09.1993 Repair ‘STEP’.
27.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘HOSE FITTINGS’.
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘EMPTY LOAD VALVE’.
02.12.1993 Repair ‘GRADE CONTROL VALVE’.
02.12.1993 Repair ‘HITCH COMPLETE’.
02.12.1993 Repair ‘WHEEL SET’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 104 G’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 104 G’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 104 G’
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11.01.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 108

Details: wagon ‘RFSY 108 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 03.05.1996
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 27.04.1990

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘HITCH COMPLETE’.
05.07.1989 Repair ‘HITCH SCREW MECHANISM’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘HITCH COMPLETE’.
01.11.1989 Repair ‘HITCH LOCK MECHANISM’.
01.11.1989 Repair ‘HITCH SCREW MECHANISM’.
01.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘HITCH COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
27.04.1990 Repair ‘HITCH PIVOT’.
27.04.1990 Repair ‘HITCH SCREW MECHANISM’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Repair ‘YOKE COMPLETE’.
27.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 108 T’
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
10.07.1990 Repair ‘HITCH SCREW MECHANISM’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘HITCH COMPLETE’.
16.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
15.10.1990 Repair ‘BOGIE BEARINGS’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘HITCH LOCK MECHANISM’.
18.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.10.1990 Repair ‘HITCH LOCK MECHANISM’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.

12648



2.644. Wagon classification starting with ‘RFS’

23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE ADAPTER’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
14.03.1991 Repair ‘HITCH LOCK MECHANISM’.
14.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘EMPTY LOAD VALVE’.
02.05.1991 Repair ‘GRADE CONTROL VALVE’.
02.05.1991 Repair ‘HITCH COMPLETE’.
02.05.1991 Repair ‘HITCH COMPLETE’.
02.05.1991 Repair ‘HITCH SCREW MECHANISM’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
21.07.1991 Repair ‘BRAKE BLOCK RB95’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1991 Repair ‘HITCH COMPLETE’.
10.09.1991 Repair ‘HITCH SCREW MECHANISM’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BRAKE BLOCK RB101’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Repair ‘HITCH COMPLETE’.
08.10.1991 Repair ‘HITCH SCREW MECHANISM’.
08.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
07.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘HITCH COMPLETE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
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16.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BRAKE PULL ROD’.
26.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE PULL ROD’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
16.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE BLOCK RB95’.
21.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘HITCH COMPLETE’.
01.05.1992 Repair ‘STEP’.
01.05.1992 Repair ‘WHEEL SET’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
24.07.1992 Repair ‘STEP’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE SPRING’.
01.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘HITCH COMPLETE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
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26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘HITCH SCREW MECHANISM’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘HITCH COMPLETE’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
23.09.1993 Repair ‘HITCH LOCK MECHANISM’.
23.09.1993 Repair ‘HITCH SCREW MECHANISM’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 108 T’
27.09.1993 Repair ‘HITCH SCREW MECHANISM’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘HITCH COMPLETE’.
17.11.1993 Repair ‘HITCH COMPLETE’.
17.11.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Repair ‘TRAIN PIPE (END)’.
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘EMPTY LOAD VALVE’.
02.12.1993 Repair ‘HITCH COMPLETE’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 108 T’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘TRAIN PIPE’.
07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 108 T’
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 108 T’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 108 T’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
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16.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 110

Details: wagon ‘RFSY 110 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Last Triple Valve: 12.05.1992
Last Brake Cylinder: 13.01.1993
Last Single Car Test: 10.07.1989

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.
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03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1989 Repair ‘HITCH SCREW MECHANISM’.
16.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE STENCILS’.
16.09.1989 Repair ‘WHEEL SET’.
16.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
20.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.12.1989 Repair ‘BRAKE BLOCK RB95’.
28.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘HITCH SCREW MECHANISM’.
09.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1990 Repair ‘HITCH COMPLETE’.
13.07.1990 Repair ‘VEHICLE COMPLETE’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘HITCH COMPLETE’.
31.08.1990 Repair ‘HITCH LOCK MECHANISM’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
27.09.1990 Repair ‘HITCH SCREW MECHANISM’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
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11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘HITCH COMPLETE’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘HITCH COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
11.06.1991 Repair ‘HITCH COMPLETE’.
11.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BRAKE PIN’.
09.07.1991 Repair ‘BRANCH PIPE’.
09.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.07.1991 Repair ‘COUPLER KNUCKLE’.
09.07.1991 Repair ‘EMPTY LOAD VALVE’.
09.07.1991 Repair ‘GRADE CONTROL VALVE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
30.09.1991 Repair ‘STEP’.
30.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 110 B’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘HITCH COMPLETE’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘HITCH COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
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21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB95’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘HITCH COMPLETE’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
03.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.01.1993 Repair ‘HITCH COMPLETE’.
13.01.1993 Repair ‘HITCH SCREW MECHANISM’.
13.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1993 Repair ‘VEHICLE COMPLETE’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
03.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE PIN’.
03.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
08.04.1993 Repair ‘HITCH SCREW MECHANISM’.
08.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘EMPTY LOAD VALVE’.
26.05.1993 Repair ‘HITCH COMPLETE’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
09.07.1993 Repair ‘HITCH LOCK MECHANISM’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
06.10.1993 Repair ‘STEP’.
06.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 110 B’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘HITCH COMPLETE’.
27.10.1993 Repair ‘HITCH SCREW MECHANISM’.
27.10.1993 Repair ‘STEP’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
24.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
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24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 110 B’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘HITCH COMPLETE’.
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 110 B’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 110 B’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE RECLASSIFY’.
30.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 110 B’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.

RFSY 111

Details: wagon ‘RFSY 111 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 01.11.1996
Due Triple Valve: 11.10.1990
Last Brake Cylinder: 03.09.1991
Last Single Car Test: 29.07.1991

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.10.1989 Repair ‘TRAIN PIPE (END)’.
02.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
01.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 111 K’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1990 Repair ‘WHEEL SET’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.08.1990 Repair ‘HITCH COMPLETE’.
20.08.1990 Repair ‘HITCH SCREW MECHANISM’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.10.1990 Repair ‘HITCH COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
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18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘HITCH COMPLETE’.
22.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘WHEEL SET’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 111 K’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
26.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘EMPTY LOAD VALVE’.
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
16.10.1991 Repair ‘STEP’.
16.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 111 K’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Repair ‘HITCH COMPLETE’.
23.11.1991 Repair ‘HITCH LOCK MECHANISM’.
23.11.1991 Repair ‘HITCH PIVOT’.
23.11.1991 Repair ‘HITCH SCREW MECHANISM’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
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18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘HITCH COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1992 Repair ‘BRAKE LEVER’.
09.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
25.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1992 Repair ‘BRAKE LEVER’.
25.07.1992 Repair ‘COUPLER KNUCKLE’.
25.07.1992 Repair ‘HITCH COMPLETE’.
25.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘EMPTY LOAD VALVE’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
30.10.1992 Repair ‘HITCH COMPLETE’.
30.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1992 Repair ‘WHEEL SET’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Repair ‘HITCH COMPLETE’.
06.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘HITCH LOCK MECHANISM’.
27.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1993 Repair ‘WHEEL SET’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
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16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE PULL ROD’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE PIN’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BRAKE PULL ROD’.
03.08.1993 Repair ‘HOSE FITTINGS’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘HITCH COMPLETE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘HITCH SCREW MECHANISM’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 111 K’
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 111 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 111 K’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
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02.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 112

Details: wagon ‘RFSY 112 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Due Triple Valve: 01.12.1996
Last Triple Valve: 17.10.1990
Last Brake Cylinder: 22.08.1991
Last Lift: 01.10.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
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‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘HITCH COMPLETE’.
17.10.1990 Repair ‘HITCH SCREW MECHANISM’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
02.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 112 T’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BEARERS’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 112 T’
15.04.1991 Repair ‘VEHICLE COMPLETE’.
15.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 112 T’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘EMPTY LOAD VALVE’.
22.08.1991 Repair ‘HITCH COMPLETE’.
22.08.1991 Repair ‘HITCH SCREW MECHANISM’.
22.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
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18.11.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘EMPTY LOAD VALVE’.
18.11.1991 Repair ‘HITCH COMPLETE’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘HITCH SCREW MECHANISM’.
05.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘END BRAKE COCK’.
08.01.1992 Repair ‘END HOSE’.
08.01.1992 Repair ‘TRAIN PIPE (END)’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 112 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 112 T’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 113

Details: wagon ‘RFSY 113 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
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BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR HS AE CM CN CF
Return to Service Date: 01.07.1996
Last Single Car Test: 15.11.1988
Last Lift: 01.08.1980

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COUPLER COMPLETE’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘HITCH COMPLETE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
14.03.1990 Repair ‘HITCH LOCK MECHANISM’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 113 F’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 113 F’
20.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 113 F’
06.12.1990 Repair ‘BOGIE BEARINGS’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 113 F’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘TRAIN PIPE’.
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01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 113 F’

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1991 Repair ‘BRAKE PULL ROD’.
12.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1991 Repair ‘WEAR PLATES & SADDLES’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘TRAIN PIPE’.
09.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 113 F’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘HITCH COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘WHEEL SET’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 113 F’
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘BRAKE BLOCK RB95’.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘HITCH SCREW MECHANISM’.
01.06.1991 Repair ‘WHEEL SET’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
15.09.1991 Repair ‘HITCH COMPLETE’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 113 F’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘HITCH COMPLETE’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘WHEEL SET’.
18.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 113 F’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.

12665



2. TIMS GROUP INFORMATION - WAGONS

25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
19.02.1992 Repair ‘HITCH COMPLETE’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 113 F’
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 113 F’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 118

Details: wagon ‘RFSY 118 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV
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Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CF AE
Return to Service Date: 23.09.1996
Last Triple Valve: 02.12.1989
Last Brake Cylinder: 31.03.1989
Last Single Car Test: 03.04.1989
Last Lift: 01.09.1980

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘STEP’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BRANCH PIPE’.
04.09.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
02.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.12.1989 Repair ‘COUPLER KNUCKLE’.
02.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1989 Repair ‘YOKE FOLLOWER’.
02.12.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
02.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
16.05.1990 Repair ‘HITCH LOCK MECHANISM’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE SIDEFRAME’.
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
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19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
06.02.1991 Repair ‘BRAKE BLOCK RB95’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘GRADE CONTROL VALVE’.
08.04.1991 Repair ‘HITCH COMPLETE’.
08.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1991 Repair ‘WHEEL SET’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘WHEEL SET’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
26.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 118 E’
27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
11.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.09.1991 Repair ‘HITCH COMPLETE’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
09.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
22.10.1991 Repair ‘BODY COMPLETE’.
22.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘BRAKE BLOCK RB95’.
23.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘HITCH COMPLETE’.
23.11.1991 Repair ‘WHEEL SET’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
13.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
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09.01.1992 Repair ‘HITCH SCREW MECHANISM’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
06.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘STEP’.
01.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
08.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘DISCHARGE DOOR’.
16.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
29.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 118 E’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BODY COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘HITCH SCREW MECHANISM’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
30.07.1993 Repair ‘HITCH SCREW MECHANISM’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
11.10.1993 Repair ‘HITCH SCREW MECHANISM’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
22.10.1993 Repair ‘HAND RELEASE (AIR)’.
22.10.1993 Repair ‘HITCH COMPLETE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
02.12.1993 Repair ‘END HOSE’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
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10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 118 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 118 E’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 118 E’
23.10.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 119

Details: wagon ‘RFSY 119 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV
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Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 29.05.1994
Last Brake Cylinder: 27.04.1991
Last Single Car Test: 30.07.1991
Last Lift: 01.10.1980

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘EMPTY LOAD VALVE’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 119 N’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘HITCH SCREW MECHANISM’.
12.04.1990 Repair ‘HITCH SCREW MECHANISM’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘EMPTY LOAD VALVE’.
07.07.1990 Repair ‘HITCH COMPLETE’.
07.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BEARINGS’.
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20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘HITCH SCREW MECHANISM’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘WHEEL SET’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 119 N’
27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘BRAKE LEVER’.
27.04.1991 Repair ‘BRAKE PULL ROD’.
27.04.1991 Repair ‘HITCH COMPLETE’.
27.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
31.05.1991 Repair ‘HITCH LOCK MECHANISM’.
31.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 119 N’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘HITCH COMPLETE’.
07.06.1991 Repair ‘HITCH SCREW MECHANISM’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE BEARERS’.
17.07.1991 Repair ‘BOGIE BEARERS’.
17.07.1991 Repair ‘SIDE BEARER’.
17.07.1991 Repair ‘SIDE BEARER’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 119 N’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 119 N’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE COMPLETE’.
24.01.1992 Repair ‘BRAKE BLOCK RB95’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘HITCH COMPLETE’.
24.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘HITCH COMPLETE’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 119 N’
29.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
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29.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 119 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 119 N’

RFSY 122

Details: wagon ‘RFSY 122 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 12.07.1996
Last Triple Valve: 12.08.1992
Last Brake Cylinder: 11.08.1993
Last Single Car Test: 09.06.1988
Last Lift: 04.07.1985

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BEARERS’.
22.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.08.1989 Repair ‘HITCH SCREW MECHANISM’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
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22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
31.08.1989 Repair ‘HITCH SCREW MECHANISM’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
15.09.1989 Repair ‘HITCH SCREW MECHANISM’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘HITCH COMPLETE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘EMPTY LOAD VALVE’.
20.01.1990 Repair ‘HITCH COMPLETE’.
20.01.1990 Repair ‘HITCH LOCK MECHANISM’.
20.01.1990 Repair ‘HITCH SCREW MECHANISM’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BEARINGS’.
12.07.1990 Repair ‘HITCH SCREW MECHANISM’.
12.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
01.08.1990 Repair ‘HITCH COMPLETE’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
04.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘EMPTY LOAD VALVE’.
04.10.1990 Repair ‘HITCH COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
27.11.1990 Repair ‘WHEEL SET’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
19.03.1991 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘HITCH COMPLETE’.
19.03.1991 Repair ‘HITCH SCREW MECHANISM’.
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19.03.1991 Repair ‘WHEEL SET’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BEARERS’.
10.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
18.06.1991 Repair ‘HITCH SCREW MECHANISM’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.09.1991 Repair ‘HITCH SCREW MECHANISM’.
05.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘WHEEL SET’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
06.10.1991 Repair ‘STEP’.
06.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 122 E’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘HITCH COMPLETE’.
08.07.1992 Repair ‘HITCH SCREW MECHANISM’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
16.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BRAKE BLOCK RB95’.
29.01.1993 Repair ‘TOP CENTRE PLATE’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
19.02.1993 Repair ‘HITCH COMPLETE’.
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19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘HITCH COMPLETE’.
26.03.1993 Repair ‘VEHICLE COMPLETE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
09.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘HITCH LOCK MECHANISM’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE PULL ROD’.
27.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘END BRAKE COCK’.
11.08.1993 Repair ‘END HOSE’.
11.08.1993 Repair ‘HITCH COMPLETE’.
11.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1993 Repair ‘VEHICLE STENCILS’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
25.08.1993 Repair ‘HITCH LOCK MECHANISM’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRANCH PIPE’.
12.11.1993 Repair ‘ISOLATING COCK’.
12.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 122 E’
15.11.1993 Repair ‘HITCH SCREW MECHANISM’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 122 E’
14.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘WEAR PLATES & SADDLES’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 122 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.
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(NRC009)’. New class: ‘RFSY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 122 E’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 123

Details: wagon ‘RFSY 123 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 29.05.1994
Due Triple Valve: 21.07.1993
Last Triple Valve: 10.07.1992
Last Brake Cylinder: 03.09.1991
Last Single Car Test: 05.08.1991
Last Lift: 01.11.1980

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.
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03.08.1989 Repair ‘STEP’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 123 N’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 123 N’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1989 Repair ‘HITCH COMPLETE’.
02.10.1989 Repair ‘HITCH SCREW MECHANISM’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘WHEEL SET’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
16.05.1990 Repair ‘HITCH LOCK MECHANISM’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 123 N’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1990 Repair ‘BOGIE FRICTION WEDGE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BEARERS’.
25.09.1990 Repair ‘SIDE BEARER’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 123 N’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 123 N’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE BEARERS’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 123 N’
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Issued at location ‘Port germein’ with a previous code of wagon

‘AFSY 123 N’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BOLSTER’.
22.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
22.07.1991 Repair ‘BOGIE SIDEFRAME’.
22.07.1991 Repair ‘BOGIE SPRING’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘HITCH LOCK MECHANISM’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 123 N’
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 123 N’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘EMPTY LOAD VALVE’.
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Repair ‘HITCH LOCK MECHANISM’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 123 N’
16.10.1991 Repair ‘STEP’.
16.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 123 N’
02.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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02.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.07.1992 Repair ‘DOOR COMPLETE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
09.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
21.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 123 N’
29.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 123 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 123 N’

RFSY 125

Details: wagon ‘RFSY 125 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD HS CM CN AE CF
Return to Service Date: 08.03.1996
Due Triple Valve: 21.10.1993
Last Triple Valve: 06.01.1992
Last Brake Cylinder: 03.08.1990
Last Single Car Test: 09.03.1990
Last Lift: 01.05.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
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‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

02.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 125 X’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘WHEEL SET’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘STEP’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 125 X’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘YOKE COMPLETE’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 125 X’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 125 X’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 125 X’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘HITCH COMPLETE’.
03.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1990 Repair ‘WHEEL SET’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘HANDRAILS END’.
15.08.1990 Repair ‘HITCH COMPLETE’.
15.08.1990 Repair ‘WHEEL SET’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘HITCH COMPLETE’.
07.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘WHEEL SET’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
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06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BRANCH PIPE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘HITCH COMPLETE’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
24.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 125 X’
02.10.1991 Repair ‘HITCH SCREW MECHANISM’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 125 X’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘HITCH COMPLETE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘TRAIN PIPE’.
13.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 125 X’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
06.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.01.1992 Repair ‘HITCH LOCK MECHANISM’.
06.01.1992 Repair ‘HITCH SCREW MECHANISM’.
06.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1992 Repair ‘STEP’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
23.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.06.1992 Repair ‘HITCH SCREW MECHANISM’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 125 X’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BRANCH PIPE’.
22.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 125 X’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘HITCH COMPLETE’.
13.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 125 X’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
15.12.1992 Repair ‘HITCH COMPLETE’.
15.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 125 X’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
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23.12.1992 Repair ‘EMPTY LOAD VALVE’.
23.12.1992 Repair ‘HITCH COMPLETE’.
23.12.1992 Repair ‘HITCH PIVOT’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘HITCH SCREW MECHANISM’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
06.07.1993 Repair ‘HITCH SCREW MECHANISM’.
06.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 125 X’
14.08.1993 Repair ‘STEP’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 125 X’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1993 Repair ‘HITCH COMPLETE’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
09.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 125 X’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘HITCH COMPLETE’.
21.12.1993 Repair ‘HITCH LOCK MECHANISM’.
21.12.1993 Repair ‘HITCH PIVOT’.
21.12.1993 Repair ‘HITCH SCREW MECHANISM’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 125 X’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
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RFSY 127

Details: wagon ‘RFSY 127 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CM CN CF
Return to Service Date: 29.05.1994
Last Triple Valve: 04.02.1991
Last Brake Cylinder: 04.02.1991
Last Single Car Test: 02.03.1990
Last Lift: 01.05.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘EMPTY LOAD VALVE’.
11.08.1989 Repair ‘GRADE CONTROL VALVE’.
11.08.1989 Repair ‘HITCH COMPLETE’.
11.08.1989 Repair ‘STEP’.
11.08.1989 Repair ‘WHEEL SET’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
09.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 127 D’
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19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘HITCH COMPLETE’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘HITCH COMPLETE’.
19.12.1989 Repair ‘WEAR PLATES & SADDLES’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘BRAKE BLOCK RB95’.
20.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘EMPTY LOAD VALVE’.
20.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRAKE BLOCK RB95’.
12.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1990 Repair ‘TRAIN PIPE’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1990 Repair ‘TRAIN PIPE’.
01.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 127 D’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘TRAIN PIPE’.
22.03.1990 Repair ‘WEAR PLATES & SADDLES’.
22.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
08.06.1990 Repair ‘STEP’.
08.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 127 D’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘TRAIN PIPE (END)’.
18.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘HITCH SCREW MECHANISM’.
01.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
09.09.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 127 D’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 127 D’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER KNUCKLE’.
04.02.1991 Repair ‘EMPTY LOAD VALVE’.
04.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
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25.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘HITCH COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 127 D’
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 127 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 127 D’

RFSY 128

Details: wagon ‘RFSY 128 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 31.10.1996
Due Triple Valve: 18.02.1992
Last Triple Valve: 05.03.1991
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 04.11.1992

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AFSY 128 M’

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘HITCH SCREW MECHANISM’.
04.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.01.1990 Repair ‘BRAKE LEVER’.
10.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BEARINGS’.
27.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
31.03.1990 Repair ‘HITCH LOCK MECHANISM’.
31.03.1990 Repair ‘HITCH SCREW MECHANISM’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
02.07.1990 Repair ‘HITCH SCREW MECHANISM’.
02.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1990 Repair ‘HITCH COMPLETE’.
07.08.1990 Repair ‘STEP’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Repair ‘WHEEL SET’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘HITCH COMPLETE’.
03.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BEARINGS’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘HITCH SCREW MECHANISM’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
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29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘END BRAKE COCK’.
20.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘HITCH COMPLETE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Repair ‘TRAIN PIPE (END)’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘TRAIN PIPE’.
26.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
20.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1992 Repair ‘HITCH COMPLETE’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘COUPLER KNUCKLE’.
22.01.1992 Repair ‘EMPTY LOAD VALVE’.
22.01.1992 Repair ‘GRADE CONTROL VALVE’.
22.01.1992 Repair ‘HITCH COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
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06.04.1992 Repair ‘HANDRAILS’.
06.04.1992 Repair ‘SIDE STEP’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘WHEEL SET’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1992 Repair ‘TRAIN PIPE’.
14.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘AXLEBOX’.
11.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.10.1992 Repair ‘HITCH LOCK MECHANISM’.
23.10.1992 Repair ‘HITCH SCREW MECHANISM’.
23.10.1992 Repair ‘TRANSOM’.
23.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 128 M’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘HITCH COMPLETE’.
22.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘HITCH COMPLETE’.
25.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘HITCH COMPLETE’.
26.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1993 Repair ‘VEHICLE STENCILS’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘AXLEBOX’.
01.07.1993 Repair ‘BRANCH PIPE’.
01.07.1993 Repair ‘HOSE FITTINGS’.
01.07.1993 Repair ‘STEP’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB95’.
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30.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1993 Repair ‘HOSE FITTINGS’.
30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘WHEEL SET’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
18.11.1993 Repair ‘HITCH SCREW MECHANISM’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BODY COMPLETE’.
30.11.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.11.1993 Repair ‘CARD OR CLIP HOLDER’.
30.11.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
12.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 128 M’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 128 M’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 128 M’
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04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 128 M’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 138

Details: wagon ‘RFSY 138 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 29.05.1994
Last Brake Cylinder: 20.09.1989
Last Single Car Test: 20.04.1989
Last Lift: 24.08.1984
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17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘END BRAKE COCK’.
20.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘WEAR PLATES & SADDLES’.
20.09.1989 Repair ‘WEAR PLATES & SADDLES’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 138 U’
09.10.1989 Repair ‘WEAR PLATES & SADDLES’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
08.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 138 U’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 138 U’
14.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘HITCH COMPLETE’.
14.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 138 U’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 138 U’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Repair ‘END BRAKE COCK’.
04.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 138 U’
10.07.1990 Repair ‘HITCH SCREW MECHANISM’.
10.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 138 U’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
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08.01.1991 Repair ‘HITCH COMPLETE’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 138 U’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘BRAKE PULL ROD’.
29.04.1991 Repair ‘BRANCH PIPE’.
29.04.1991 Repair ‘HITCH COMPLETE’.
29.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘WHEEL SET’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 138 U’
15.08.1991 Repair ‘HITCH COMPLETE’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Repair ‘SIDE STEP’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
19.01.1992 Repair ‘BRAKE BLOCK RB95’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
03.02.1992 Repair ‘HITCH LOCK MECHANISM’.
03.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK RB95’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 138 U’
08.02.1992 Repair ‘HITCH PIVOT’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘HITCH COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 138 U’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE BLOCK RB95’.
06.07.1992 Repair ‘HITCH COMPLETE’.
06.07.1992 Repair ‘HITCH SCREW MECHANISM’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 138 U’
29.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 138 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
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29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 138 U’

RFSY 139

Details: wagon ‘RFSY 139 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 01.01.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 13.03.1996
Last Triple Valve: 03.08.1990
Last Brake Cylinder: 18.09.1990
Last Single Car Test: 13.12.1989
Last Lift: 21.10.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
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14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE ADAPTER’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
01.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘END BRAKE COCK’.
07.12.1989 Repair ‘TRAIN PIPE (END)’.
07.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE ADAPTER’.
13.12.1989 Repair ‘TRAIN PIPE (END)’.
13.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
22.12.1989 Repair ‘HITCH COMPLETE’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘HITCH SCREW MECHANISM’.
30.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BRANCH PIPE’.
30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Repair ‘TRAIN PIPE’.
30.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRAKE BLOCK RB95’.
12.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1990 Repair ‘TRAIN PIPE (END)’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘STEP’.
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19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
01.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Repair ‘COUPLER COMPLETE’.
23.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.03.1990 Repair ‘HITCH SCREW MECHANISM’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Repair ‘WEAR PLATES & SADDLES’.
23.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Repair ‘WHEEL SET’.
17.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘AXLEBOX’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘BRAKE SPRING’.
13.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
09.07.1990 Repair ‘STEP’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 139 G’
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19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘HITCH COMPLETE’.
03.08.1990 Repair ‘HITCH SCREW MECHANISM’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘HITCH SCREW MECHANISM’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
13.09.1990 Repair ‘HITCH LOCK MECHANISM’.
13.09.1990 Repair ‘HITCH SCREW MECHANISM’.
13.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 139 G’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BEARINGS’.
18.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘HITCH COMPLETE’.
18.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
15.10.1990 Repair ‘HITCH SCREW MECHANISM’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.10.1990 Repair ‘HITCH COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.11.1990 Repair ‘BRAKE PULL ROD’.
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘HITCH COMPLETE’.
15.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
19.11.1990 Repair ‘STEP’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1990 Repair ‘BRAKE BLOCK RB95’.
21.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘HITCH COMPLETE’.
21.11.1990 Repair ‘HITCH SCREW MECHANISM’.
21.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘HITCH COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE BLOCK RB95’.
25.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘HITCH COMPLETE’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘HITCH COMPLETE’.
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22.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 139 G’

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘HITCH LOCK MECHANISM’.
03.05.1991 Repair ‘HITCH SCREW MECHANISM’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
04.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
16.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 139 G’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘HITCH COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘HITCH COMPLETE’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Repair ‘BRAKE PULL ROD’.
18.10.1991 Repair ‘TRAIN PIPE’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE PULL ROD’.
20.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘TRAIN PIPE (END)’.
13.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 139 G’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BRAKE BLOCK RB95’.
24.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘GRADE CONTROL VALVE’.
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24.01.1992 Repair ‘HITCH COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 139 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 139 G’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 141

Details: wagon ‘RFSY 141 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 30.04.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 42 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 13.05.1996
Last Brake Cylinder: 26.09.1990
Last Single Car Test: 12.07.1993
Last Lift: 08.07.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
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‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.08.1989 Repair ‘COUPLER COMPLETE’.
25.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Repair ‘STEP’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1989 Repair ‘YOKE COMPLETE’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 141 L’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘WHEEL SET’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘ISOLATING COCK’.
10.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 141 L’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BEARERS’.
17.05.1990 Repair ‘BOGIE BEARINGS’.
17.05.1990 Repair ‘BOGIE BOLSTER’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.05.1990 Repair ‘EMPTY LOAD VALVE’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1990 Repair ‘WHEEL SET’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
08.09.1990 Repair ‘HITCH COMPLETE’.
08.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1990 Repair ‘BRANCH PIPE’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
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26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘HITCH COMPLETE’.
26.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘WHEEL SET’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
17.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
17.05.1991 Repair ‘HITCH COMPLETE’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘EMPTY LOAD VALVE’.
27.05.1991 Repair ‘HITCH COMPLETE’.
27.05.1991 Repair ‘HITCH SCREW MECHANISM’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
11.07.1991 Repair ‘HITCH SCREW MECHANISM’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘HITCH SCREW MECHANISM’.
01.08.1991 Repair ‘HITCH SCREW MECHANISM’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
20.11.1991 Repair ‘HITCH LOCK MECHANISM’.
20.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
29.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Repair ‘HITCH COMPLETE’.
21.01.1992 Repair ‘WHEEL SET’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BEARERS’.
06.02.1992 Repair ‘SIDE BEARER’.
06.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 141 L’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘HITCH COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘HITCH COMPLETE’.
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21.12.1992 Repair ‘HOSE FITTINGS’.
21.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 141 L’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘HITCH SCREW MECHANISM’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 141 L’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘EMPTY LOAD VALVE’.
19.01.1993 Repair ‘HITCH COMPLETE’.
19.01.1993 Repair ‘HITCH SCREW MECHANISM’.
19.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARERS’.
03.03.1993 Repair ‘SIDE BEARER’.
03.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 141 L’
11.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 141 L’
15.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘FLOOR COMPLETE’.
30.03.1993 Repair ‘HITCH COMPLETE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 141 L’
05.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.08.1993 Repair ‘HITCH COMPLETE’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘HITCH COMPLETE’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 141 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 141 L’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
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07.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 143

Details: wagon ‘RFSY 143 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14.3m
Tare Weight: 18.5tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8280
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 21.05.1970
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 29.12.1994
Last Triple Valve: 03.02.1993
Last Brake Cylinder: 05.11.1991
Last Single Car Test: 07.12.1988
Last Lift: 02.09.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

10.07.1989 Repair ‘HITCH SCREW MECHANISM’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 143 G’
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
21.07.1989 Repair ‘HITCH SCREW MECHANISM’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 143 G’
26.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 143 G’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘HITCH COMPLETE’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘HITCH COMPLETE’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
31.05.1990 Repair ‘BRAKE BLOCK RB95’.
31.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 143 G’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE BEARINGS’.
30.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘BRAKE PIN’.
30.08.1990 Repair ‘HITCH COMPLETE’.
30.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1990 Repair ‘VEHICLE COMPLETE’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘HITCH SCREW MECHANISM’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.09.1990 Repair ‘WEAR PLATES & SADDLES’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
02.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 143 G’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘HITCH COMPLETE’.
22.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 143 G’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRAKE BLOCK RB95’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘EMPTY LOAD VALVE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1991 Repair ‘WEAR PLATES & SADDLES’.
19.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 143 G’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘HITCH COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘HITCH SCREW MECHANISM’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE LEVER’.
05.11.1991 Repair ‘BRAKE PIN’.
05.11.1991 Repair ‘BRAKE PULL ROD’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘HITCH COMPLETE’.
10.01.1992 Repair ‘HITCH SCREW MECHANISM’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
21.08.1992 Repair ‘BOGIE BEARINGS’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 143 G’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘WEAR PLATES & SADDLES’.
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09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 143 G’

03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘EMPTY LOAD VALVE’.
04.03.1993 Repair ‘HANDRAILS END’.
04.03.1993 Repair ‘ISOLATING COCK’.
04.03.1993 Repair ‘STEP’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 143 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 143 G’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.

RFSY 500

Details: wagon ‘RFSY 500 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 15.04.1966
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Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 05.06.1996
Due Triple Valve: 15.11.1991
Last Triple Valve: 24.01.1989
Last Brake Cylinder: 07.07.1993
Last Single Car Test: 23.01.1990
Last Lift: 03.11.1983

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

06.07.1989 Repair ‘HITCH COMPLETE’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘BRAKE PIN’.
07.08.1989 Repair ‘BRAKE PULL ROD’.
07.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
07.08.1989 Repair ‘EMPTY LOAD VALVE’.
07.08.1989 Repair ‘GRADE CONTROL VALVE’.
07.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘HITCH COMPLETE’.
17.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 500 V’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘HITCH COMPLETE’.
19.01.1990 Repair ‘HITCH PIVOT’.
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19.01.1990 Repair ‘HITCH SCREW MECHANISM’.
19.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 500 V’
16.02.1990 Repair ‘HITCH SCREW MECHANISM’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1990 Repair ‘TRAIN PIPE (END)’.
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘HITCH COMPLETE’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
21.05.1990 Repair ‘HITCH COMPLETE’.
21.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
17.06.1990 Repair ‘HITCH COMPLETE’.
17.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
16.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Repair ‘HITCH COMPLETE’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
15.11.1990 Repair ‘WHEEL SET’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘HITCH COMPLETE’.
03.12.1990 Repair ‘HITCH SCREW MECHANISM’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BEARERS’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
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20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
08.02.1991 Repair ‘HITCH SCREW MECHANISM’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
11.06.1991 Repair ‘HITCH SCREW MECHANISM’.
11.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1991 Repair ‘HITCH COMPLETE’.
24.07.1991 Repair ‘HITCH SCREW MECHANISM’.
24.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1991 Repair ‘WHEEL SET’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
23.08.1991 Repair ‘HITCH LOCK MECHANISM’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘HITCH COMPLETE’.
06.09.1991 Repair ‘HITCH SCREW MECHANISM’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘HITCH LOCK MECHANISM’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘YOKE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘SIDE STEP’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.03.1992 Repair ‘STEP’.
30.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
27.06.1992 Repair ‘HITCH SCREW MECHANISM’.
27.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘HITCH SCREW MECHANISM’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
24.07.1992 Repair ‘STEP’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
24.10.1992 Repair ‘HITCH SCREW MECHANISM’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
04.11.1992 Repair ‘HITCH SCREW MECHANISM’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BEARINGS’.
07.07.1993 Repair ‘BRAKE BLOCK RB95’.
07.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘HITCH COMPLETE’.
07.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1993 Repair ‘WHEEL SET’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 500 V’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1993 Repair ‘STEP’.
07.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
09.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
11.01.1994 Repair ‘HITCH SCREW MECHANISM’.
11.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 500 V’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 500 V’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 501

Details: wagon ‘RFSY 501 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 07.04.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 09.02.1995
Due Triple Valve: 26.09.1992
Last Brake Cylinder: 31.05.1989
Last Single Car Test: 10.02.1989
Last Lift: 10.01.1984

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
28.08.1989 Repair ‘HITCH SCREW MECHANISM’.
28.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.01.1990 Repair ‘HITCH SCREW MECHANISM’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1990 Repair ‘BRAKE BLOCK RB95’.
18.05.1990 Repair ‘BRAKE PULL ROD’.
18.05.1990 Repair ‘BRANCH PIPE’.
18.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.05.1990 Repair ‘COUPLER COMPLETE’.
18.05.1990 Repair ‘EMPTY LOAD VALVE’.
18.05.1990 Repair ‘GRADE CONTROL VALVE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
21.06.1990 Repair ‘HITCH LOCK MECHANISM’.
21.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
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27.06.1990 Repair ‘WHEEL SET’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
30.06.1991 Repair ‘BRAKE BLOCK RB95’.
30.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘HITCH COMPLETE’.
29.07.1991 Repair ‘HITCH SCREW MECHANISM’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.09.1991 Repair ‘HITCH COMPLETE’.
26.09.1991 Repair ‘HITCH SCREW MECHANISM’.
26.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
19.01.1992 Repair ‘BRAKE BLOCK RB95’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 501 H’
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1993 Repair ‘HANDRAILS END’.
01.12.1993 Repair ‘HITCH SCREW MECHANISM’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Repair ‘WHEEL SET’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 501 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 501 H’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 501 H’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
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05.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 503

Details: wagon ‘RFSY 503 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 20.05.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 29.05.1995
Last Brake Cylinder: 13.01.1993
Last Single Car Test: 02.07.1991
Last Lift: 31.08.1983

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
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01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘HITCH SCREW MECHANISM’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
12.09.1989 Repair ‘HITCH SCREW MECHANISM’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘HITCH COMPLETE’.
14.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Repair ‘TRAIN PIPE’.
10.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘HITCH COMPLETE’.
17.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘HITCH COMPLETE’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
22.05.1990 Repair ‘HITCH COMPLETE’.
22.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
25.10.1990 Repair ‘BOGIE BEARINGS’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
08.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1990 Repair ‘BRAKE BLOCK RB95’.
08.12.1990 Repair ‘BRANCH PIPE’.
08.12.1990 Repair ‘COUPLER KNUCKLE’.
08.12.1990 Repair ‘EMPTY LOAD VALVE’.
08.12.1990 Repair ‘GRADE CONTROL VALVE’.
08.12.1990 Repair ‘HITCH SCREW MECHANISM’.
08.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘WHEEL SET’.
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23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘HITCH COMPLETE’.
18.09.1991 Repair ‘HITCH LOCK MECHANISM’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.01.1992 Repair ‘HITCH SCREW MECHANISM’.
16.01.1992 Repair ‘VEHICLE COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
14.05.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
29.09.1992 Repair ‘VEHICLE COMPLETE’.
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29.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 503 C’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE BLOCK RB95’.
23.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘HITCH COMPLETE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘HITCH COMPLETE’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1993 Repair ‘STEP’.
13.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1993 Repair ‘VEHICLE COMPLETE’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘HOSE FITTINGS’.
09.03.1993 Repair ‘WHEEL SET’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRANCH PIPE’.
07.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘HITCH SCREW MECHANISM’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE PULL ROD’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
28.01.1994 Repair ‘HITCH COMPLETE’.
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28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
01.02.1994 Repair ‘HITCH COMPLETE’.
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 503 C’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 503 C’
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 503 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 503 C’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 505

Details: wagon ‘RFSY 505 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 27.09.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RD HS CM CN AE CF
Return to Service Date: 15.11.1996
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 03.08.1993
Last Lift: 24.11.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRAKE BLOCK RB95’.
22.03.1990 Repair ‘HITCH SCREW MECHANISM’.
22.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.05.1990 Repair ‘COUPLER COMPLETE’.
18.05.1990 Repair ‘EMPTY LOAD VALVE’.
18.05.1990 Repair ‘GRADE CONTROL VALVE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘WHEEL SET’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
15.10.1990 Repair ‘BOGIE BEARINGS’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 505 U’
15.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 505 U’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
23.08.1991 Repair ‘HITCH LOCK MECHANISM’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 505 U’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AFSY 505 U’

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.10.1991 Repair ‘HITCH COMPLETE’.
23.10.1991 Repair ‘HITCH SCREW MECHANISM’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 505 U’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1992 Repair ‘BRAKE BLOCK RB95’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘HITCH COMPLETE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘WHEEL SET’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
04.05.1992 Repair ‘HITCH SCREW MECHANISM’.
04.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 505 U’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘HANDRAILS END’.
29.07.1992 Repair ‘WHEEL SET’.
29.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 505 U’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.08.1992 Repair ‘HITCH COMPLETE’.
21.08.1992 Repair ‘HITCH SCREW MECHANISM’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘HITCH COMPLETE’.
25.08.1992 Repair ‘HITCH COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE BLOCK RB95’.
12.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘HITCH LOCK MECHANISM’.
12.02.1993 Repair ‘HITCH SCREW MECHANISM’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘HITCH COMPLETE’.
16.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
22.06.1993 Repair ‘HITCH LOCK MECHANISM’.
22.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 505 U’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1994 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1994 Repair ‘HITCH SCREW MECHANISM’.
21.01.1994 Repair ‘TRAIN PIPE’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 505 U’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 505 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 505 U’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 505 U’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
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07.01.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 506

Details: wagon ‘RFSY 506 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 15.02.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD HS CM CN AE CF
Return to Service Date: 05.02.1995
Due Triple Valve: 29.03.1989
Last Brake Cylinder: 15.12.1989
Last Single Car Test: 19.12.1988
Last Lift: 20.12.1983

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1989 Repair ‘BOGIE COMPLETE’.
15.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1989 Repair ‘COUPLER KNUCKLE’.
15.12.1989 Repair ‘EMPTY LOAD VALVE’.
15.12.1989 Repair ‘GRADE CONTROL VALVE’.
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15.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1989 Repair ‘STEP’.
15.12.1989 Repair ‘WHEEL SET’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
23.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1989 Repair ‘BOGIE COMPLETE’.
23.12.1989 Repair ‘COUPLER KNUCKLE’.
23.12.1989 Repair ‘EMPTY LOAD VALVE’.
23.12.1989 Repair ‘GRADE CONTROL VALVE’.
23.12.1989 Repair ‘HITCH COMPLETE’.
23.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE PULL ROD’.
30.04.1990 Repair ‘TRAIN PIPE’.
30.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
09.05.1990 Repair ‘HITCH SCREW MECHANISM’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
23.07.1990 Repair ‘BRAKE BLOCK RB95’.
23.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
02.10.1990 Repair ‘BOGIE BEARINGS’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1990 Repair ‘HITCH COMPLETE’.
09.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.02.1991 Repair ‘BRAKE PULL ROD’.
01.02.1991 Repair ‘ISOLATING COCK’.
01.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘HITCH SCREW MECHANISM’.
25.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
05.03.1991 Repair ‘BRAKE LEVER’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
27.05.1991 Repair ‘BRAKE BLOCK RB95’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE BLOCK RB95’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Repair ‘GRADE CONTROL VALVE’.
01.11.1991 Repair ‘HITCH COMPLETE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
06.11.1991 Repair ‘HITCH SCREW MECHANISM’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
12.03.1992 Repair ‘HITCH COMPLETE’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
16.03.1992 Repair ‘HITCH SCREW MECHANISM’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
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03.03.1993 Repair ‘HITCH SCREW MECHANISM’.
03.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
08.03.1993 Repair ‘HITCH SCREW MECHANISM’.
08.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
18.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 506 G’
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1993 Repair ‘CENTRE SILL’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘TRAIN PIPE’.
12.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 506 G’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘HOSE FITTINGS’.
17.11.1993 Repair ‘TRAIN PIPE’.
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 506 G’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘EMPTY LOAD VALVE’.
02.12.1993 Repair ‘GRADE CONTROL VALVE’.
02.12.1993 Repair ‘HITCH COMPLETE’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
20.12.1993 Repair ‘HITCH COMPLETE’.
20.12.1993 Repair ‘HITCH COMPLETE’.
20.12.1993 Repair ‘HITCH SCREW MECHANISM’.
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
24.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 506 G’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BRAKE BLOCK RB95’.
13.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HITCH COMPLETE’.
13.01.1994 Repair ‘HITCH LOCK MECHANISM’.
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13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 506 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 506 G’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 507

Details: wagon ‘RFSY 507 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 20.02.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 19.02.1995
Due Triple Valve: 15.03.1994
Last Brake Cylinder: 15.03.1993
Last Single Car Test: 30.07.1991
Last Lift: 15.11.1983

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
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11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘HITCH SCREW MECHANISM’.
11.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BRAKE BLOCK RB101’.
21.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
21.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
12.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
16.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BOLSTER’.
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE LEVER’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
25.08.1990 Repair ‘HITCH SCREW MECHANISM’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
05.09.1990 Repair ‘TRAIN PIPE (END)’.
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05.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 507 P’

15.10.1990 Repair ‘HITCH SCREW MECHANISM’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1990 Repair ‘HITCH COMPLETE’.
26.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘HITCH COMPLETE’.
07.12.1990 Repair ‘HITCH SCREW MECHANISM’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘GRADE CONTROL VALVE’.
07.02.1991 Repair ‘HITCH PIVOT’.
07.02.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRANCH PIPE’.
19.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘HITCH COMPLETE’.
11.04.1991 Repair ‘HITCH LOCK MECHANISM’.
11.04.1991 Repair ‘TOP CENTRE PLATE’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BRAKE PULL ROD’.
16.07.1991 Repair ‘BRAKE PULL ROD’.
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘HITCH COMPLETE’.
25.07.1991 Repair ‘HITCH LOCK MECHANISM’.
25.07.1991 Repair ‘HITCH PIVOT’.
25.07.1991 Repair ‘HITCH SCREW MECHANISM’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
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25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘HITCH SCREW MECHANISM’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘WEAR PLATES & SADDLES’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘HITCH COMPLETE’.
20.05.1992 Repair ‘TOP CENTRE PLATE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘WHEEL SET’.
29.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BRAKE BLOCK RB95’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1993 Repair ‘WHEEL SET’.
15.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Repair ‘WHEEL SET’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE SIDEFRAME’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
29.03.1993 Repair ‘BRANCH PIPE’.
29.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
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31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
23.08.1993 Repair ‘HITCH LOCK MECHANISM’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
23.09.1993 Repair ‘HITCH SCREW MECHANISM’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘HITCH COMPLETE’.
11.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 507 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 507 P’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 507 P’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 507 P’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 508

Details: wagon ‘RFSY 508 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 22.02.1967
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Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 17.06.1996
Due Triple Valve: 28.08.1993
Last Brake Cylinder: 28.08.1992
Last Single Car Test: 01.07.1991
Last Lift: 08.04.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB101’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
14.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1990 Repair ‘BRAKE LEVER’.
21.02.1990 Repair ‘BRAKE PULL ROD’.
21.02.1990 Repair ‘WHEEL SET’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
07.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Repair ‘BRAKE CONTROL PIPE’.
18.07.1990 Repair ‘BRAKE LEVER’.
18.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘GRADE CONTROL VALVE’.
18.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1990 Repair ‘WHEEL SET’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BRANCH PIPE’.
18.08.1990 Repair ‘HITCH COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1990 Repair ‘TRAIN PIPE (END)’.
06.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE PULL ROD’.
22.10.1990 Repair ‘TRAIN PIPE (END)’.
22.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘BRAKE PULL ROD’.
03.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
05.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘HITCH COMPLETE’.
24.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1991 Repair ‘END BRAKE COCK’.
20.09.1991 Repair ‘HITCH COMPLETE’.
20.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘HITCH SCREW MECHANISM’.
14.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.10.1991 Repair ‘GRADE CONTROL VALVE’.
29.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1991 Repair ‘HITCH COMPLETE’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘EMPTY LOAD VALVE’.
14.01.1992 Repair ‘HITCH COMPLETE’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘HITCH COMPLETE’.
26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BRANCH PIPE’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘HITCH COMPLETE’.
12.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1992 Repair ‘WHEEL SET’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
03.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
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10.06.1992 Repair ‘SIDE BEARER’.
10.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1992 Repair ‘COUPLER KNUCKLE’.
06.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1992 Repair ‘EMPTY LOAD VALVE’.
06.07.1992 Repair ‘GRADE CONTROL VALVE’.
06.07.1992 Repair ‘HITCH COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
21.08.1992 Repair ‘BOGIE BEARINGS’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 508 B’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.08.1992 Repair ‘COUPLER KNUCKLE’.
28.08.1992 Repair ‘EMPTY LOAD VALVE’.
28.08.1992 Repair ‘GRADE CONTROL VALVE’.
28.08.1992 Repair ‘HITCH SCREW MECHANISM’.
28.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Repair ‘HITCH COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1992 Repair ‘BRAKE LEVER’.
10.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.11.1992 Repair ‘HITCH COMPLETE’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Repair ‘VEHICLE COMPLETE’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘HOSE FITTINGS’.
14.12.1992 Repair ‘TRAIN PIPE’.
14.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.12.1992 Repair ‘COUPLER KNUCKLE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘HITCH SCREW MECHANISM’.
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19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
05.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘HITCH COMPLETE’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘HITCH SCREW MECHANISM’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 508 B’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 508 B’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE RECLASSIFY’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 508 B’
25.09.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
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RFSY 509

Details: wagon ‘RFSY 509 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 12.08.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 24.04.1995
Due Triple Valve: 17.07.1994
Last Brake Cylinder: 30.01.1992
Last Single Car Test: 10.07.1989
Last Lift: 29.08.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB101’.
02.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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02.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 509 K’

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
07.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘EMPTY LOAD VALVE’.
07.11.1989 Repair ‘GRADE CONTROL VALVE’.
07.11.1989 Repair ‘WHEEL SET’.
07.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
18.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.11.1989 Repair ‘COUPLER KNUCKLE’.
18.11.1989 Repair ‘EMPTY LOAD VALVE’.
18.11.1989 Repair ‘GRADE CONTROL VALVE’.
18.11.1989 Repair ‘HITCH SCREW MECHANISM’.
18.11.1989 Repair ‘STEP’.
18.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BEARERS’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1989 Repair ‘HITCH SCREW MECHANISM’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AFSY 509 K’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
23.05.1990 Repair ‘HITCH SCREW MECHANISM’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘ISOLATING COCK’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRANCH PIPE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘TRAIN PIPE’.
01.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.03.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘HITCH COMPLETE’.
14.03.1991 Repair ‘WHEEL SET’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘TRAIN PIPE’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRAKE PULL ROD’.
11.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘BRAKE PULL ROD’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
13.01.1992 Repair ‘HITCH COMPLETE’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
26.01.1992 Repair ‘HANDRAILS END’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘HITCH COMPLETE’.
30.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘HITCH COMPLETE’.
12.02.1992 Repair ‘HITCH SCREW MECHANISM’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
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01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘HITCH SCREW MECHANISM’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
27.07.1992 Repair ‘HITCH SCREW MECHANISM’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘BRANCH PIPE’.
12.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
28.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
07.01.1993 Repair ‘HITCH SCREW MECHANISM’.
07.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
18.01.1993 Repair ‘HITCH SCREW MECHANISM’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1993 Repair ‘BRAKE LEVER’.
16.02.1993 Repair ‘BRANCH PIPE’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘END BRAKE COCK’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘HITCH COMPLETE’.
16.02.1993 Repair ‘HOSE FITTINGS’.
16.02.1993 Repair ‘NYLON HOSE’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘HITCH LOCK MECHANISM’.
26.05.1993 Repair ‘HITCH SCREW MECHANISM’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.07.1993 Repair ‘HITCH COMPLETE’.
17.07.1993 Repair ‘HITCH COMPLETE’.
17.07.1993 Repair ‘VEHICLE COMPLETE’.
17.07.1993 Repair ‘VEHICLE STENCILS’.
17.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘EMPTY LOAD VALVE’.
17.12.1993 Repair ‘GRADE CONTROL VALVE’.
17.12.1993 Repair ‘HITCH COMPLETE’.
17.12.1993 Repair ‘HITCH LOCK MECHANISM’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 509 K’
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 509 K’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 509 K’
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 509 K’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 510

Details: wagon ‘RFSY 510 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 16.08.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
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BSG Code: FSFV

Capacity of 53.8 tonnes

Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 29.04.1996
Due Triple Valve: 03.08.1994
Last Triple Valve: 30.08.1993
Last Brake Cylinder: 09.01.1992
Last Single Car Test: 03.04.1989
Last Lift: 05.04.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

01.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 510 G’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘WHEEL SET’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BRANCH PIPE’.
07.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRANCH PIPE’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘ISOLATING COCK’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘AXLEBOX’.
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘BRAKE PULL ROD’.
26.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘EMPTY LOAD VALVE’.
26.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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26.06.1990 Repair ‘WHEEL SET’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE CONTROL PIPE’.
04.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.07.1990 Repair ‘COUPLER KNUCKLE’.
04.07.1990 Repair ‘EMPTY LOAD VALVE’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1990 Repair ‘HITCH COMPLETE’.
01.11.1990 Repair ‘HITCH SCREW MECHANISM’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
05.11.1990 Repair ‘HANDBRAKE HANDLE’.
05.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 510 G’
31.12.1990 Repair ‘HANDBRAKE HANDLE’.
31.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 510 G’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
21.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1991 Repair ‘WHEEL SET’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
29.10.1991 Repair ‘HITCH SCREW MECHANISM’.
29.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 510 G’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Repair ‘VEHICLE STENCILS’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘COUPLER KNUCKLE PIN’.

12744



2.644. Wagon classification starting with ‘RFS’

25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘HITCH COMPLETE’.
25.11.1992 Repair ‘HITCH SCREW MECHANISM’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BRAKE BLOCK RB95’.
22.12.1992 Repair ‘WHEEL SET’.
22.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
02.02.1993 Repair ‘HITCH SCREW MECHANISM’.
02.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 510 G’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘COUPLER KNUCKLE’.
10.02.1993 Repair ‘HITCH COMPLETE’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
09.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 510 G’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE SPRING’.
03.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.08.1993 Repair ‘HITCH SCREW MECHANISM’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1993 Repair ‘BRAKE PULL ROD’.
17.08.1993 Repair ‘HOSE FITTINGS’.
17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.08.1993 Repair ‘ISOLATING COCK’.
30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BRAKE PULL ROD’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘HITCH COMPLETE’.

12745



2. TIMS GROUP INFORMATION - WAGONS

14.01.1994 Repair ‘HITCH SCREW MECHANISM’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 510 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 510 G’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 510 G’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 510 G’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 511

Details: wagon ‘RFSY 511 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 21.09.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 25.07.1996
Due Triple Valve: 12.05.1993
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 04.07.1989
Last Lift: 30.03.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
26.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 511 P’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 511 P’
25.05.1990 Repair ‘HITCH SCREW MECHANISM’.
25.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘END BRAKE COCK’.
30.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘BRAKE BLOCK RB95’.
11.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1990 Repair ‘COUPLER KNUCKLE’.
03.11.1990 Repair ‘EMPTY LOAD VALVE’.
03.11.1990 Repair ‘GRADE CONTROL VALVE’.
03.11.1990 Repair ‘HITCH SCREW MECHANISM’.
03.11.1990 Repair ‘WHEEL SET’.
03.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
11.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRAKE LEVER’.
15.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘HITCH COMPLETE’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘WHEEL SET’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
13.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1991 Repair ‘BOGIE COMPLETE’.
13.04.1991 Repair ‘COUPLER KNUCKLE’.
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13.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
25.08.1991 Repair ‘BRAKE BLOCK RB95’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 511 P’
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 511 P’
21.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE PULL ROD’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘STEP’.
25.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BRAKE BLOCK RB95’.
06.05.1992 Repair ‘BRAKE PULL ROD’.
06.05.1992 Repair ‘GRADE CONTROL VALVE’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘HITCH COMPLETE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘END BRAKE COCK’.
03.06.1992 Repair ‘END HOSE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
09.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
09.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 511 P’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
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04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
13.01.1993 Repair ‘HITCH SCREW MECHANISM’.
13.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 511 P’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
01.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 511 P’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘WHEEL SET’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 511 P’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BEARERS’.
03.11.1993 Repair ‘SIDE BEARER’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
23.11.1993 Repair ‘END HOSE’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 511 P’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 511 P’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 511 P’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
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24.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 512

Details: wagon ‘RFSY 512 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 20.09.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFLY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 25.08.1996
Due Triple Valve: 12.08.1989
Last Brake Cylinder: 14.01.1992
Last Single Car Test: 04.12.1991
Last Lift: 21.04.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.08.1989 Repair ‘COUPLER KNUCKLE’.
05.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
14.08.1989 Repair ‘HANDRAILS END’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 512 B’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘HITCH COMPLETE’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
11.01.1990 Repair ‘WHEEL SET’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Repair ‘BRAKE LEVER’.
03.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.09.1990 Repair ‘HITCH COMPLETE’.
03.09.1990 Repair ‘HITCH SCREW MECHANISM’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 512 B’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1990 Repair ‘BOGIE COMPLETE’.
11.09.1990 Repair ‘EMPTY LOAD VALVE’.
11.09.1990 Repair ‘GRADE CONTROL VALVE’.
11.09.1990 Repair ‘HITCH COMPLETE’.
11.09.1990 Repair ‘WHEEL SET’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE CONTROL PIPE’.
16.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘HITCH COMPLETE’.
16.10.1990 Repair ‘HITCH SCREW MECHANISM’.
16.10.1990 Repair ‘TRAIN PIPE (END)’.
16.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
04.01.1991 Repair ‘BOGIE BEARINGS’.
04.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 512 B’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1991 Repair ‘STEP’.
25.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 512 B’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 512 B’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.12.1991 Repair ‘BRANCH PIPE’.
03.12.1991 Repair ‘HITCH PIVOT’.
03.12.1991 Repair ‘HITCH SCREW MECHANISM’.
03.12.1991 Repair ‘STEP’.
03.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 512 B’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BRAKE LEVER’.
14.01.1992 Repair ‘BRAKE PIN’.
14.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.01.1992 Repair ‘HITCH SCREW MECHANISM’.
14.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
22.01.1992 Repair ‘HITCH SCREW MECHANISM’.
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 512 B’
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 512 B’
28.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
28.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 512 B’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘HITCH COMPLETE’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1992 Repair ‘HITCH SCREW MECHANISM’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRAKE BLOCK RB95’.
13.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.01.1993 Repair ‘COUPLER KNUCKLE’.
13.01.1993 Repair ‘EMPTY LOAD VALVE’.
13.01.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1993 Repair ‘HITCH COMPLETE’.
13.01.1993 Repair ‘HITCH SCREW MECHANISM’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
14.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 512 B’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.
(NRC009)’. New class: ‘RFSY’.

26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 512 B’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 513

Details: wagon ‘RFSY 513 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 17.08.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE HS WR CM CN CF
Return to Service Date: 14.02.1995
Due Triple Valve: 15.11.1991
Last Brake Cylinder: 01.11.1989
Last Single Car Test: 28.11.1989
Last Lift: 07.11.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1989 Repair ‘BRANCH PIPE’.
24.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 513 K’
05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 513 K’
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘HITCH PIVOT’.
22.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 513 K’
08.09.1989 Repair ‘BRAKE LEVER’.
08.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 513 K’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 513 K’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1989 Repair ‘BRAKE LEVER’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘HITCH COMPLETE’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1989 Repair ‘WHEEL SET’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
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28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘HANDRAILS END’.
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 513 K’
10.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.10.1990 Repair ‘HITCH COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘HITCH LOCK MECHANISM’.
15.11.1990 Repair ‘HITCH SCREW MECHANISM’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘HITCH SCREW MECHANISM’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 513 K’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘BRANCH PIPE’.
03.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 513 K’
27.01.1992 Repair ‘HITCH SCREW MECHANISM’.
27.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 513 K’
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 513 K’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 513 K’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
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02.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 514

Details: wagon ‘RFSY 514 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 08.02.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 04.06.1996
Due Triple Valve: 06.11.1993
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 15.07.1991
Last Lift: 10.01.1984

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1989 Repair ‘BRAKE PULL ROD’.
01.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
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01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘HITCH COMPLETE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BOLSTER’.
14.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘HITCH SCREW MECHANISM’.
14.09.1989 Repair ‘WHEEL SET’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
02.10.1989 Repair ‘STEP’.
02.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BEARERS’.
23.10.1989 Repair ‘TOP CENTRE PLATE’.
23.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
17.11.1989 Repair ‘HITCH SCREW MECHANISM’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘TRAIN PIPE (END)’.
14.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.12.1989 Repair ‘BRAKE LEVER’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘RELAY VALVE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BRAKE PULL ROD’.
09.02.1990 Repair ‘BRANCH PIPE’.
09.02.1990 Repair ‘TRAIN PIPE (END)’.
09.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘END SILL’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BEARINGS’.
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23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘COUPLER KNUCKLE’.
23.03.1990 Repair ‘EMPTY LOAD VALVE’.
23.03.1990 Repair ‘GRADE CONTROL VALVE’.
23.03.1990 Repair ‘HITCH COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘WHEEL SET’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE SPRING’.
19.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
17.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
10.01.1991 Repair ‘HITCH COMPLETE’.
10.01.1991 Repair ‘HITCH SCREW MECHANISM’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘HITCH COMPLETE’.
15.01.1991 Repair ‘HITCH SCREW MECHANISM’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
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24.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1991 Repair ‘HITCH LOCK MECHANISM’.
24.05.1991 Repair ‘HITCH SCREW MECHANISM’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Repair ‘TOP CENTRE PLATE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE SPRING’.
09.07.1991 Repair ‘BOGIE SPRING’.
09.07.1991 Repair ‘WHEEL SET’.
09.07.1991 Repair ‘WHEEL SET’.
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
21.03.1992 Repair ‘BRAKE BLOCK RB95’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘HITCH SCREW MECHANISM’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘TRAIN PIPE’.
12.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
26.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BOLSTER’.
06.11.1992 Repair ‘BOGIE SIDEFRAME’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.11.1992 Repair ‘HITCH COMPLETE’.
06.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1992 Repair ‘WHEEL SET’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘ISOLATING COCK’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1993 Repair ‘BRANCH PIPE’.
11.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
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11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Repair ‘GRADE CONTROL VALVE’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘HITCH COMPLETE’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRANCH PIPE’.
10.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
17.01.1994 Repair ‘HITCH SCREW MECHANISM’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
21.01.1994 Repair ‘HITCH LOCK MECHANISM’.
21.01.1994 Repair ‘HITCH SCREW MECHANISM’.
21.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 514 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 514 T’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 514 T’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 514 T’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
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RFSY 515

Details: wagon ‘RFSY 515 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 03.02.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 05.12.1994
Due Triple Valve: 10.09.1992
Last Brake Cylinder: 17.02.1992
Last Single Car Test: 19.10.1993
Last Lift: 30.10.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

04.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 515 F’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB101’.
02.10.1989 Repair ‘BRAKE PULL ROD’.
02.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘HITCH COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
20.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE BEARERS’.
24.07.1990 Repair ‘BRAKE BLOCK RB101’.
24.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
26.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘EMPTY LOAD VALVE’.
10.09.1991 Repair ‘GRADE CONTROL VALVE’.
10.09.1991 Repair ‘HITCH COMPLETE’.
10.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
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17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1991 Repair ‘BRAKE PULL ROD’.
17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.02.1992 Repair ‘HITCH COMPLETE’.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BRAKE PULL ROD’.
16.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘HITCH COMPLETE’.
20.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1992 Repair ‘TOP CENTRE PLATE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
21.07.1992 Repair ‘STEP’.
21.07.1992 Repair ‘STEP’.
21.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 515 F’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BEARINGS’.
13.11.1992 Repair ‘COUPLER KNUCKLE’.
13.11.1992 Repair ‘EMPTY LOAD VALVE’.
13.11.1992 Repair ‘GRADE CONTROL VALVE’.
13.11.1992 Repair ‘HITCH COMPLETE’.
13.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
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21.01.1993 Repair ‘GRADE CONTROL VALVE’.
21.01.1993 Repair ‘HITCH COMPLETE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘HITCH COMPLETE’.
29.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.04.1993 Repair ‘COUPLER KNUCKLE’.
07.04.1993 Repair ‘HITCH SCREW MECHANISM’.
07.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BRANCH PIPE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘EMPTY LOAD VALVE’.
12.05.1993 Repair ‘GRADE CONTROL VALVE’.
12.05.1993 Repair ‘HITCH COMPLETE’.
12.05.1993 Repair ‘HITCH SCREW MECHANISM’.
12.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1993 Repair ‘WHEEL SET’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BRANCH PIPE’.
29.06.1993 Repair ‘BRANCH PIPE’.
29.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 515 F’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘HITCH COMPLETE’.
19.07.1993 Repair ‘HITCH LOCK MECHANISM’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘HITCH COMPLETE’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Repair ‘WHEEL SET’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 515 F’

19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 515 F’

27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘HITCH LOCK MECHANISM’.
27.10.1993 Repair ‘HITCH SCREW MECHANISM’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 515 F’
31.01.1994 Repair ‘HITCH COMPLETE’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 515 F’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 515 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 515 F’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.

RFSY 516

Details: wagon ‘RFSY 516 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 27.02.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFLY
BSG Code: FSFV

Capacity of 53.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 06.06.1995
Due Triple Valve: 08.04.1993
Last Brake Cylinder: 19.07.1993
Last Single Car Test: 10.07.1989
Last Lift: 18.11.1984

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
14.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘BRAKE LEVER’.
17.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘HITCH COMPLETE’.
17.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Repair ‘RELAY VALVE’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘STEP’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
26.03.1990 Repair ‘STEP’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
10.07.1990 Repair ‘WHEEL SET’.

12767



2. TIMS GROUP INFORMATION - WAGONS

10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 516 Y’
18.07.1990 Repair ‘HANDRAILS END’.
18.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 516 Y’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BEARINGS’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘HITCH SCREW MECHANISM’.
24.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
09.09.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
01.10.1990 Repair ‘HITCH SCREW MECHANISM’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1990 Repair ‘BRAKE PULL ROD’.
06.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘TOP CENTRE PLATE’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRANCH PIPE’.
27.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE BLOCK RB95’.
25.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
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25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘HITCH COMPLETE’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
05.04.1991 Repair ‘STEP’.
05.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘HITCH COMPLETE’.
19.04.1991 Repair ‘HITCH SCREW MECHANISM’.
19.04.1991 Repair ‘VEHICLE COMPLETE’.
19.04.1991 Repair ‘WHEEL SET’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
14.06.1991 Repair ‘STEP’.
14.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE PULL ROD’.
21.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRANCH PIPE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘HITCH COMPLETE’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.04.1992 Repair ‘COUPLER KNUCKLE’.
08.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1992 Repair ‘EMPTY LOAD VALVE’.
08.04.1992 Repair ‘GRADE CONTROL VALVE’.
08.04.1992 Repair ‘HITCH COMPLETE’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.08.1992 Repair ‘AXLEBOX’.
25.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
14.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 516 Y’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BRAKE BLOCK RB95’.
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘TRAIN PIPE’.
09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRAKE PULL ROD’.
14.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1992 Repair ‘TRAIN PIPE (END)’.
14.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.12.1992 Repair ‘COUPLER KNUCKLE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘HITCH SCREW MECHANISM’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
01.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 516 Y’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BEARINGS’.
19.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRANCH PIPE’.
05.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 516 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 516 Y’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 516 Y’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 517

Details: wagon ‘RFSY 517 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 03.03.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 19.11.1994
Due Triple Valve: 03.09.1991
Last Brake Cylinder: 23.10.1990
Last Single Car Test: 04.12.1989
Last Lift: 07.05.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
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‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘YOKE COMPLETE’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘TRAIN PIPE (END)’.
02.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
14.08.1989 Repair ‘HITCH SCREW MECHANISM’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 517 A’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Repair ‘HITCH COMPLETE’.
29.08.1989 Repair ‘HITCH SCREW MECHANISM’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
04.09.1989 Repair ‘HITCH COMPLETE’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 517 A’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘RELAY VALVE’.
04.12.1989 Repair ‘RELAY VALVE’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 517 A’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘WHEEL SET’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRANCH PIPE’.
30.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AFSY 517 A’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.06.1990 Repair ‘BRAKE LEVER’.
14.06.1990 Repair ‘BRAKE PULL ROD’.
14.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
31.08.1990 Repair ‘HITCH SCREW MECHANISM’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 517 A’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
18.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
25.10.1990 Repair ‘HITCH SCREW MECHANISM’.
25.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 517 A’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BRAKE PULL ROD’.
03.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
08.12.1990 Repair ‘BOGIE BEARINGS’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 517 A’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘HITCH SCREW MECHANISM’.
12.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
15.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1991 Repair ‘BRAKE BLOCK RB95’.
15.06.1991 Repair ‘BRANCH PIPE’.
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15.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.06.1991 Repair ‘COUPLER KNUCKLE’.
15.06.1991 Repair ‘EMPTY LOAD VALVE’.
15.06.1991 Repair ‘GRADE CONTROL VALVE’.
15.06.1991 Repair ‘HITCH COMPLETE’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE PULL ROD’.
04.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 517 A’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.12.1991 Repair ‘HITCH COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
20.01.1992 Repair ‘BOGIE BEARERS’.
20.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.01.1992 Repair ‘COUPLER KNUCKLE’.
20.01.1992 Repair ‘EMPTY LOAD VALVE’.
20.01.1992 Repair ‘GRADE CONTROL VALVE’.
20.01.1992 Repair ‘HITCH COMPLETE’.
20.01.1992 Repair ‘HITCH SCREW MECHANISM’.
20.01.1992 Repair ‘SIDE BEARER’.
20.01.1992 Repair ‘TRAIN PIPE (END)’.
20.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 517 A’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 517 A’
19.11.1994 Repair ‘VEHICLE COMPLETE’.

RFSY 518

Details: wagon ‘RFSY 518 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 23.9tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 10.08.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD HS CM CN AE CF
Return to Service Date: 24.02.1995
Due Triple Valve: 02.11.1992
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 18.07.1989
Last Lift: 16.10.1987

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘TRAIN PIPE (END)’.
10.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 518 J’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BEARINGS’.
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.10.1989 Repair ‘HITCH COMPLETE’.
19.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
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09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘HITCH COMPLETE’.
09.01.1990 Repair ‘ISOLATING COCK’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
09.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
03.09.1990 Repair ‘BRAKE BLOCK RB95’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 518 J’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘TRAIN PIPE (END)’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘WHEEL SET’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE COMPLETE’.
02.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BRAKE BLOCK OTHER’.
22.08.1991 Repair ‘BRANCH PIPE’.
22.08.1991 Repair ‘EMPTY LOAD VALVE’.
22.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
30.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
02.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.11.1991 Repair ‘COUPLER KNUCKLE’.
02.11.1991 Repair ‘EMPTY LOAD VALVE’.
02.11.1991 Repair ‘GRADE CONTROL VALVE’.
02.11.1991 Repair ‘HITCH COMPLETE’.
02.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE BLOCK RB95’.
11.11.1991 Repair ‘BRAKE PULL ROD’.
11.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.01.1992 Repair ‘HANDRAILS END’.
17.01.1992 Repair ‘HITCH COMPLETE’.
17.01.1992 Repair ‘STEP’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
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17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
20.07.1992 Repair ‘STEP’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 518 J’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘AXLEBOX’.
04.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘HITCH COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BRAKE PULL ROD’.
22.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
02.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 518 J’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘HITCH COMPLETE’.
18.01.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
28.04.1993 Repair ‘HITCH SCREW MECHANISM’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1993 Repair ‘BRAKE PULL ROD’.
09.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘END HOSE’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Repair ‘HITCH COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BRAKE LEVER’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
01.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 518 J’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.10.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.10.1993 Repair ‘TRAIN PIPE’.
29.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.12.1993 Repair ‘BRANCH PIPE’.
09.12.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Repair ‘TRAIN PIPE’.
09.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
09.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
12.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 518 J’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘HITCH COMPLETE’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 518 J’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 518 J’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 518 J’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 519

Details: wagon ‘RFSY 519 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20tonne
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Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 10.08.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY;STORED 02.03.95
BSG Code: FBFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 09.02.1995
Due Triple Valve: 04.01.1995
Last Brake Cylinder: 04.01.1994
Last Single Car Test: 24.05.1989
Last Lift: 02.03.1979

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

02.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘BRANCH PIPE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.10.1989 Repair ‘HITCH SCREW MECHANISM’.
17.10.1989 Repair ‘WHEEL SET’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
14.12.1989 Repair ‘HITCH COMPLETE’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
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12.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Repair ‘HITCH SCREW MECHANISM’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 519 S’
28.06.1990 Repair ‘HANDRAILS END’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
09.09.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.10.1990 Repair ‘HANDRAILS END’.
03.10.1990 Repair ‘HITCH COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘EMPTY LOAD VALVE’.
12.11.1991 Repair ‘GRADE CONTROL VALVE’.
12.11.1991 Repair ‘HITCH COMPLETE’.
12.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘EMPTY LOAD VALVE’.
18.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 519 S’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1992 Repair ‘EMPTY LOAD VALVE’.
06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Repair ‘HITCH COMPLETE’.
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06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
11.09.1992 Repair ‘HITCH SCREW MECHANISM’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
06.01.1993 Repair ‘HITCH SCREW MECHANISM’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘ISOLATING COCK’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 519 S’
01.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 519 S’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘HITCH SCREW MECHANISM’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 519 S’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘DOOR HINGES AND PINS’.
17.08.1993 Repair ‘HITCH COMPLETE’.
17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 519 S’
03.12.1993 Repair ‘HITCH SCREW MECHANISM’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 519 S’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1994 Repair ‘BRANCH PIPE’.
04.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘HITCH COMPLETE’.
04.01.1994 Repair ‘HITCH SCREW MECHANISM’.
04.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 519 S’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 519 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AFSY 519 S’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
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26.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 520

Details: wagon ‘RFSY 520 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 27.01.1967
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 22.07.1996
Due Triple Valve: 25.08.1993
Last Triple Valve: 09.02.1988
Last Brake Cylinder: 25.08.1992
Last Single Car Test: 11.10.1989
Last Lift: 28.08.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

19.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
03.08.1989 Repair ‘HITCH SCREW MECHANISM’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘BRAKE PULL ROD’.
05.10.1989 Repair ‘STEP’.
05.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BOGIE BEARERS’.
12.03.1990 Repair ‘BOGIE COMPLETE’.
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Repair ‘SIDE BEARER’.
12.03.1990 Repair ‘TRAIN PIPE (END)’.
12.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRANCH PIPE’.
27.03.1990 Repair ‘ISOLATING COCK’.
27.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1990 Repair ‘BRAKE LEVER’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘SIDE MEMBER’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
16.07.1990 Repair ‘STEP’.
16.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 520 Y’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.08.1990 Repair ‘HITCH COMPLETE’.
28.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
19.11.1990 Repair ‘WHEEL SET’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
07.12.1990 Repair ‘STEP’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BRAKE PULL ROD’.
14.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRANCH PIPE’.
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30.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1991 Repair ‘EMPTY LOAD VALVE’.
30.01.1991 Repair ‘GRADE CONTROL VALVE’.
30.01.1991 Repair ‘HITCH COMPLETE’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
15.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.06.1991 Repair ‘COUPLER KNUCKLE’.
15.06.1991 Repair ‘HITCH COMPLETE’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
10.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
27.12.1991 Repair ‘BRAKE PULL ROD’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1992 Repair ‘BRAKE LEVER’.
08.01.1992 Repair ‘BRAKE PULL ROD’.
08.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE WEAR PLATES’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB95’.
01.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘HITCH COMPLETE’.
01.07.1992 Repair ‘HITCH LOCK MECHANISM’.
01.07.1992 Repair ‘HITCH SCREW MECHANISM’.
01.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.07.1992 Repair ‘SIDE BEARER’.
06.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 520 Y’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRAKE BLOCK RB95’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘HOSE FITTINGS’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
16.10.1992 Repair ‘HITCH COMPLETE’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
11.11.1992 Repair ‘BOGIE BEARINGS’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Repair ‘HITCH SCREW MECHANISM’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
01.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
25.01.1993 Repair ‘HITCH SCREW MECHANISM’.
25.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.02.1993 Repair ‘BRAKE BLOCK RB95’.
09.02.1993 Repair ‘BRAKE PULL ROD’.
09.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘BRANCH PIPE’.
25.02.1993 Repair ‘HOSE FITTINGS’.
25.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
11.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘HITCH LOCK MECHANISM’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Repair ‘HITCH LOCK MECHANISM’.
09.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
24.07.1993 Repair ‘HITCH SCREW MECHANISM’.
24.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
19.08.1993 Repair ‘HITCH LOCK MECHANISM’.
19.08.1993 Repair ‘HITCH SCREW MECHANISM’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
20.08.1993 Repair ‘HITCH LOCK MECHANISM’.
20.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
27.08.1993 Repair ‘HITCH SCREW MECHANISM’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
21.10.1993 Repair ‘HITCH SCREW MECHANISM’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘HITCH SCREW MECHANISM’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 520 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 520 Y’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 520 Y’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
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20.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 521

Details: wagon ‘RFSY 521 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 24.11.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE HS WR CM CN CF
Return to Service Date: 29.05.1994
Last Brake Cylinder: 18.01.1991
Last Single Car Test: 30.11.1989
Last Lift: 02.02.1979

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

21.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1989 Repair ‘BRAKE BLOCK RB95’.
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21.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.10.1989 Repair ‘COUPLER KNUCKLE’.
21.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.10.1989 Repair ‘EMPTY LOAD VALVE’.
21.10.1989 Repair ‘GRADE CONTROL VALVE’.
21.10.1989 Repair ‘STEP’.
21.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 521 A’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
27.12.1989 Repair ‘HITCH SCREW MECHANISM’.
27.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 521 A’
24.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
07.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘WHEEL SET’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 521 A’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘TRAIN PIPE’.
09.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘WHEEL SET’.
04.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
04.05.1990 Repair ‘HITCH SCREW MECHANISM’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 521 A’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘HITCH COMPLETE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 521 A’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘DOOR HINGES AND PINS’.
16.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE COMPLETE’.
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Repair ‘BRANCH PIPE’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘EMPTY LOAD VALVE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘HANDBRAKE HANDLE’.
28.08.1990 Repair ‘HITCH SCREW MECHANISM’.
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28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 521 A’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘COUPLER KNUCKLE’.
18.01.1991 Repair ‘HITCH COMPLETE’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 521 A’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘GRADE CONTROL VALVE’.
27.02.1991 Repair ‘HITCH LOCK MECHANISM’.
27.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 521 A’
16.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 521 A’
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 521 A’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 521 A’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 521 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 521 A’

RFSY 522

Details: wagon ‘RFSY 522 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 16.09.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV
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Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 02.09.1996
Due Triple Valve: 08.08.1990
Last Triple Valve: 01.07.1992
Last Brake Cylinder: 01.07.1992
Last Single Car Test: 12.09.1988
Last Lift: 23.09.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘HANDRAILS END’.
08.08.1989 Repair ‘HITCH SCREW MECHANISM’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 522 J’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘BRAKE LEVER’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
19.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BEARINGS’.
29.03.1990 Repair ‘HITCH LOCK MECHANISM’.
29.03.1990 Repair ‘HITCH SCREW MECHANISM’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
04.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘EMPTY LOAD VALVE’.
09.07.1990 Repair ‘GRADE CONTROL VALVE’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
31.07.1990 Repair ‘HITCH SCREW MECHANISM’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
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18.10.1990 Repair ‘BOGIE BEARINGS’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
13.07.1991 Repair ‘HITCH SCREW MECHANISM’.
13.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.09.1991 Repair ‘WEAR PLATES & SADDLES’.
19.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 522 J’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘HITCH SCREW MECHANISM’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
28.05.1992 Repair ‘HITCH SCREW MECHANISM’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘HITCH SCREW MECHANISM’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1992 Repair ‘BOGIE COMPLETE’.
18.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘TRAIN PIPE’.
20.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 522 J’
09.11.1992 Repair ‘HITCH SCREW MECHANISM’.
09.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Repair ‘EMPTY LOAD VALVE’.
17.02.1993 Repair ‘GRADE CONTROL VALVE’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘HITCH COMPLETE’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘END HOSE’.
19.07.1993 Repair ‘HITCH COMPLETE’.
19.07.1993 Repair ‘WHEEL SET’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Repair ‘TRAIN PIPE’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 522 J’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘HITCH SCREW MECHANISM’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 522 J’
25.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AFSY 522 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 522 J’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
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02.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 523

Details: wagon ‘RFSY 523 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 16.09.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 30.09.1996
Due Triple Valve: 17.11.1993
Last Triple Valve: 22.02.1989
Last Brake Cylinder: 17.11.1992
Last Single Car Test: 26.07.1989
Last Lift: 23.03.1979

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB101’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
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01.08.1989 Repair ‘HITCH COMPLETE’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 523 S’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘HITCH SCREW MECHANISM’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Repair ‘VEHICLE COMPLETE’.
16.10.1989 Repair ‘WHEEL SET’.
16.10.1989 Repair ‘WHEEL SET’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 523 S’
17.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 523 S’
21.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 523 S’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
20.11.1990 Repair ‘HANDRAILS END’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘HITCH SCREW MECHANISM’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘HITCH COMPLETE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
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29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘HITCH COMPLETE’.
29.07.1991 Repair ‘HITCH SCREW MECHANISM’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 523 S’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘HITCH COMPLETE’.
22.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘HITCH COMPLETE’.
26.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BEARINGS’.
17.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘HITCH COMPLETE’.
17.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘HITCH SCREW MECHANISM’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1993 Repair ‘ISOLATING COCK’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘HITCH SCREW MECHANISM’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
09.06.1993 Repair ‘HITCH SCREW MECHANISM’.
09.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 523 S’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘EMPTY LOAD VALVE’.
17.06.1993 Repair ‘GRADE CONTROL VALVE’.
17.06.1993 Repair ‘HITCH SCREW MECHANISM’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE ADAPTER’.
01.07.1993 Repair ‘BRAKE PULL ROD’.
01.07.1993 Repair ‘BRANCH PIPE’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1993 Repair ‘BRAKE PULL ROD’.
30.08.1993 Repair ‘HOSE FITTINGS’.
30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘HITCH COMPLETE’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘HITCH COMPLETE’.
12.10.1993 Repair ‘HITCH COMPLETE’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘BRAKE BLOCK RB95’.
21.01.1994 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘HITCH COMPLETE’.
21.01.1994 Repair ‘HITCH SCREW MECHANISM’.
21.01.1994 Repair ‘WHEEL SET’.
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21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
15.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 523 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 523 S’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 524

Details: wagon ‘RFSY 524 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 28.10.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN CF AE
Return to Service Date: 21.02.1996
Last Brake Cylinder: 16.06.1993
Last Lift: 12.11.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BRANCH PIPE’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.02.1990 Repair ‘YOKE CARRIER’.
23.02.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BOGIE COMPLETE’.
26.03.1990 Repair ‘BRAKE CONTROL PIPE’.
26.03.1990 Repair ‘BRAKE LEVER’.
26.03.1990 Repair ‘BRAKE PULL ROD’.
26.03.1990 Repair ‘BRANCH PIPE’.
26.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1990 Repair ‘ISOLATING COCK’.
26.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1990 Repair ‘WHEEL SET’.
26.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
27.04.1990 Repair ‘HITCH SCREW MECHANISM’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
16.05.1990 Repair ‘HITCH SCREW MECHANISM’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘HITCH COMPLETE’.
03.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
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17.10.1990 Repair ‘HITCH COMPLETE’.
17.10.1990 Repair ‘HITCH LOCK MECHANISM’.
17.10.1990 Repair ‘HITCH SCREW MECHANISM’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
22.02.1991 Repair ‘HITCH LOCK MECHANISM’.
22.02.1991 Repair ‘HITCH SCREW MECHANISM’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
26.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
12.07.1991 Repair ‘BRAKE BLOCK RB95’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘EMPTY LOAD VALVE’.
03.09.1991 Repair ‘GRADE CONTROL VALVE’.
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Repair ‘HITCH SCREW MECHANISM’.
03.09.1991 Repair ‘TRAIN PIPE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
21.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘SIDE STEP’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘HITCH COMPLETE’.
28.04.1992 Repair ‘HITCH SCREW MECHANISM’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘HOSE FITTINGS’.
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19.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 524 E’

09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BRAKE PULL ROD’.
09.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
20.07.1992 Repair ‘STEP’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘EMPTY LOAD VALVE’.
20.08.1992 Repair ‘GRADE CONTROL VALVE’.
20.08.1992 Repair ‘HITCH COMPLETE’.
20.08.1992 Repair ‘HITCH SCREW MECHANISM’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘HITCH LOCK MECHANISM’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
12.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘HITCH SCREW MECHANISM’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘EMPTY LOAD VALVE’.
05.01.1993 Repair ‘GRADE CONTROL VALVE’.
05.01.1993 Repair ‘HITCH COMPLETE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
05.03.1993 Repair ‘HITCH SCREW MECHANISM’.
05.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
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06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘BRAKE PULL ROD’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
30.07.1993 Repair ‘HITCH LOCK MECHANISM’.
30.07.1993 Repair ‘HITCH SCREW MECHANISM’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
07.08.1993 Repair ‘HITCH LOCK MECHANISM’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘HITCH LOCK MECHANISM’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
08.09.1993 Repair ‘HITCH SCREW MECHANISM’.
08.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 524 E’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BRAKE BLOCK RB95’.
27.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.12.1993 Repair ‘COUPLER KNUCKLE’.
01.12.1993 Repair ‘EMPTY LOAD VALVE’.
01.12.1993 Repair ‘GRADE CONTROL VALVE’.
01.12.1993 Repair ‘HITCH COMPLETE’.
01.12.1993 Repair ‘HITCH SCREW MECHANISM’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘HITCH LOCK MECHANISM’.
17.12.1993 Repair ‘HITCH PIVOT’.
17.12.1993 Repair ‘HITCH SCREW MECHANISM’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.
(NRC009)’. New class: ‘RFSY’.

05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 524 E’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 524 E’
07.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 525

Details: wagon ‘RFSY 525 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 21.10.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RD RZ HS CM CN AE CF
Return to Service Date: 15.12.1995
Due Triple Valve: 16.01.1993
Last Brake Cylinder: 20.11.1990
Last Single Car Test: 10.10.1991
Last Lift: 28.10.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB101’.
03.07.1989 Repair ‘TRAIN PIPE (END)’.
03.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
08.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
08.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
02.06.1990 Repair ‘WHEEL SET’.
02.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BOGIE COMPLETE’.
18.08.1990 Repair ‘HITCH COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘HITCH SCREW MECHANISM’.
24.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
05.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
14.11.1990 Repair ‘BOGIE BEARINGS’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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20.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.11.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
20.11.1990 Repair ‘HITCH COMPLETE’.
20.11.1990 Repair ‘HITCH SCREW MECHANISM’.
20.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘WHEEL SET’.
18.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
30.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Repair ‘HITCH COMPLETE’.
26.09.1991 Repair ‘HITCH LOCK MECHANISM’.
26.09.1991 Repair ‘HITCH SCREW MECHANISM’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘HITCH COMPLETE’.
09.10.1991 Repair ‘TRAIN PIPE (END)’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AFSY 525 N’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE PULL ROD’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
01.11.1991 Repair ‘HITCH SCREW MECHANISM’.
01.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BRAKE BLOCK RB95’.
16.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘HITCH COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘HITCH COMPLETE’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.08.1992 Repair ‘HITCH COMPLETE’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRAKE PULL ROD’.
26.10.1992 Repair ‘ISOLATING COCK’.
26.10.1992 Repair ‘WHEEL SET’.
26.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
21.01.1993 Repair ‘GRADE CONTROL VALVE’.
21.01.1993 Repair ‘HITCH COMPLETE’.
21.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
26.03.1993 Repair ‘HITCH COMPLETE’.
26.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
23.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘HITCH SCREW MECHANISM’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘HITCH SCREW MECHANISM’.
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12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
24.06.1993 Repair ‘HITCH SCREW MECHANISM’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
16.07.1993 Repair ‘HITCH SCREW MECHANISM’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
26.07.1993 Repair ‘HITCH COMPLETE’.
26.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BRAKE BLOCK RB95’.
09.11.1993 Repair ‘HITCH COMPLETE’.
09.11.1993 Repair ‘SIDE MEMBER’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
11.01.1994 Repair ‘HITCH SCREW MECHANISM’.
11.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 525 N’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1994 Repair ‘BRAKE PULL ROD’.
24.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘HITCH SCREW MECHANISM’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Repair ‘WHEEL SET’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 525 N’
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 525 N’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
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02.09.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

RFSY 526

Details: wagon ‘RFSY 526 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 06.12.1966
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 11.04.1996
Due Triple Valve: 01.12.1994
Last Brake Cylinder: 01.12.1993
Last Single Car Test: 29.08.1989
Last Lift: 01.02.1979

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

14.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘WHEEL SET’.
27.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 526 W’
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
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22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘HITCH PIVOT’.
22.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 526 W’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘HITCH SCREW MECHANISM’.
30.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
26.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Repair ‘ISOLATING COCK’.
28.02.1990 Repair ‘TRAIN PIPE (END)’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 526 W’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘CARD OR CLIP HOLDER’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 526 W’
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.08.1990 Repair ‘HITCH SCREW MECHANISM’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
22.10.1990 Repair ‘HITCH SCREW MECHANISM’.
22.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
27.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1990 Repair ‘BRAKE LEVER’.
27.10.1990 Repair ‘HITCH COMPLETE’.
27.10.1990 Repair ‘HITCH LOCK MECHANISM’.
27.10.1990 Repair ‘VEHICLE COMPLETE’.

12808



2.644. Wagon classification starting with ‘RFS’

27.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
24.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AFSY 526 W’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
19.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1991 Repair ‘VEHICLE COMPLETE’.
19.10.1991 Repair ‘VEHICLE COMPLETE’.
19.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BRAKE PULL ROD’.
30.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘HANDBRAKE HANDLE’.
30.01.1992 Repair ‘HITCH COMPLETE’.
30.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1992 Repair ‘WHEEL SET’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE BLOCK RB95’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘HITCH SCREW MECHANISM’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
21.08.1992 Repair ‘WHEEL SET’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
28.08.1992 Repair ‘BOGIE BEARINGS’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 526 W’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.12.1993 Repair ‘HITCH COMPLETE’.
01.12.1993 Repair ‘HITCH SCREW MECHANISM’.
01.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 526 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.

(NRC009)’. New class: ‘RFSY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 526 W’
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 526 W’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RFSY 527

Details: wagon ‘RFSY 527 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10750
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-16
Date Built: 19.12.1966
Operating System: AN
Intended Use: SEMITRAILERS
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Remarks: EX AFSY
BSG Code: FSFV

Capacity of 53.8 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 29.05.1996
Due Triple Valve: 16.11.1991
Last Brake Cylinder: 21.05.1991
Last Single Car Test: 29.08.1989
Last Lift: 10.12.1982

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1989 Repair ‘BOGIE SPRING’.
11.08.1989 Repair ‘BOGIE WEAR PLATES’.
11.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘EMPTY LOAD VALVE’.
11.08.1989 Repair ‘GRADE CONTROL VALVE’.
11.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1989 Repair ‘WHEEL SET’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 527 X’
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
08.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
03.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘EMPTY LOAD VALVE’.
06.09.1990 Repair ‘GRADE CONTROL VALVE’.
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06.09.1990 Repair ‘HITCH SCREW MECHANISM’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘HITCH COMPLETE’.
16.11.1990 Repair ‘HITCH SCREW MECHANISM’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘BRAKE PULL ROD’.
04.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 527 X’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1991 Repair ‘HITCH COMPLETE’.
21.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Repair ‘WHEEL SET’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BRAKE PULL ROD’.
14.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 527 X’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.10.1991 Repair ‘GRADE CONTROL VALVE’.
29.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1991 Repair ‘HITCH COMPLETE’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BRAKE BLOCK RB95’.
27.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 527 X’
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 527 X’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.11.1992 Repair ‘BOGIE BEARINGS’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘HITCH COMPLETE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE PULL ROD’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 527 X’
18.01.1993 Repair ‘HITCH SCREW MECHANISM’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
03.05.1993 Repair ‘HITCH SCREW MECHANISM’.
03.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AFSY 527 X’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AFSY 527 X’
01.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 527 X’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘HITCH COMPLETE’.
09.07.1993 Repair ‘SIDE MEMBER’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘HITCH COMPLETE’.
23.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1993 Repair ‘BOGIE COMPLETE’.
04.12.1993 Repair ‘BOGIE WEAR PLATES’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘WHEEL SET’.
04.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘HITCH LOCK MECHANISM’.
14.01.1994 Repair ‘HITCH PIVOT’.
14.01.1994 Repair ‘HITCH SCREW MECHANISM’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AFSY 527 X’
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15.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘AFSY 527 X’

06.04.1994 Alteration complete ‘RECLASSIFY ‘AFSY’ FLAT WAGONS TO ‘RFSY‘.
(NRC009)’. New class: ‘RFSY’.

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFSY 527 X’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

2.645 Wagon classification starting with ‘RFW’

RFWY 1

Details: wagon ‘RFWY 1 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.12.1958
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 15.01.1996
Last Brake Cylinder: 04.10.1990
Last Single Car Test: 10.07.1989
Last Lift: 04.11.1987
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13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration ‘RE TORQUE END CAP BOLTS ON BEARINGS ON AFIY/AFWY
INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD SPECIFICATIONS 250 -
270 FT LB (PTR001)’.

03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 1 F’
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRAKE LEVER’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘COUPLER COMPLETE’.
07.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
07.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.07.1989 Repair ‘TRAIN PIPE’.
07.07.1989 Repair ‘TRAIN PIPE’.
07.07.1989 Repair ‘WEAR PLATES & SADDLES’.
07.07.1989 Repair ‘WHEEL SET’.
07.07.1989 Repair ‘YOKE COMPLETE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 1 F’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BEARERS’.
27.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Repair ‘WHEEL SET’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
25.10.1989 Repair ‘HANDRAILS’.
25.10.1989 Repair ‘HITCH SCREW MECHANISM’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 1 F’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘HITCH SCREW MECHANISM’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 1 F’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 1 F’
06.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 1 F’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘HITCH COMPLETE’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
20.04.1990 Repair ‘HITCH COMPLETE’.
20.04.1990 Repair ‘HITCH LOCK MECHANISM’.
20.04.1990 Repair ‘HITCH SCREW MECHANISM’.
20.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 1 F’
16.05.1990 Repair ‘HANDRAILS END’.
16.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 1 F’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 1 F’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘HITCH COMPLETE’.
04.10.1990 Repair ‘HITCH SCREW MECHANISM’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘HITCH SCREW MECHANISM’.
23.11.1990 Repair ‘WHEEL SET’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘HITCH SCREW MECHANISM’.
04.12.1990 Repair ‘HITCH SCREW MECHANISM’.
04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘WHEEL SET’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘HITCH COMPLETE’.
12.04.1991 Repair ‘HITCH SCREW MECHANISM’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
21.06.1991 Repair ‘HANDRAILS END’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 1 F’
01.07.1991 Repair ‘HITCH SCREW MECHANISM’.
01.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 1 F’
18.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1992 Repair ‘COUPLER KNUCKLE’.
18.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 1 F’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 1 F’
09.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 1 F’
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 1 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 1 F’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
20.12.1994 Repair ‘TWIST LOCK’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 1 F’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

11.02.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 4

Details: wagon ‘RFWY 4 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS

12817



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 10.06.1996
Due Triple Valve: 05.08.1988
Last Brake Cylinder: 16.11.1992
Last Single Car Test: 27.02.1992
Last Lift: 17.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
24.07.1989 Repair ‘FLOOR BOARDS’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 4 J’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘HITCH COMPLETE’.
31.10.1989 Repair ‘HITCH COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1989 Repair ‘VEHICLE COMPLETE’.
31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Repair ‘WHEEL SET’.
31.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘STEP’.
14.11.1989 Repair ‘TRAIN PIPE (END)’.
14.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 4 J’
18.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1989 Repair ‘HANDRAILS’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 4 J’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
11.12.1989 Repair ‘HITCH SCREW MECHANISM’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 4 J’
10.01.1990 Repair ‘HITCH SCREW MECHANISM’.

12818



2.645. Wagon classification starting with ‘RFW’

10.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 4 J’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRAKE BLOCK RB95’.
12.02.1990 Repair ‘HANDRAILS’.
12.02.1990 Repair ‘SIDE BEARER’.
12.02.1990 Repair ‘WHEEL SET’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 4 J’
14.03.1990 Repair ‘HITCH SCREW MECHANISM’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 4 J’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘HITCH COMPLETE’.
02.10.1990 Repair ‘HITCH SCREW MECHANISM’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
27.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1990 Repair ‘HITCH COMPLETE’.
27.10.1990 Repair ‘HITCH LOCK MECHANISM’.
27.10.1990 Repair ‘HITCH SCREW MECHANISM’.
27.10.1990 Repair ‘VEHICLE COMPLETE’.
27.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘HITCH COMPLETE’.
04.12.1990 Repair ‘HITCH SCREW MECHANISM’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘HITCH COMPLETE’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘HITCH COMPLETE’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
19.04.1991 Repair ‘HITCH COMPLETE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE COMPLETE’.
27.11.1991 Repair ‘BRAKE BLOCK RB95’.
27.11.1991 Repair ‘COUPLER COMPLETE’.
27.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.11.1991 Repair ‘VEHICLE RECLASSIFY’.
27.11.1991 Repair ‘WHEEL SET’.
27.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 4 J’
27.11.1991 Alteration complete ‘REPLACE ‘AN’ WHEELSETS WITH AMERICAN

WHEELSETS ON AFWY4 FOR TEST. RECLASSIFY WAGON AFIY4. AFWY4
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(RS4663)’. New class: ‘AFIY’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.02.1992 Repair ‘END HOSE’.
25.02.1992 Repair ‘HITCH PIVOT’.
25.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 4 J’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘END BRAKE COCK’.
02.03.1992 Repair ‘HITCH COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘HOSE FITTINGS’.
19.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 4 J’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BEARINGS’.
16.11.1992 Repair ‘HITCH COMPLETE’.
16.11.1992 Repair ‘HITCH SCREW MECHANISM’.
16.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘END BRAKE COCK’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 4 J’
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
10.07.1993 Repair ‘HITCH COMPLETE’.
10.07.1993 Repair ‘HITCH SCREW MECHANISM’.
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘HITCH COMPLETE’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
30.09.1993 Repair ‘HITCH COMPLETE’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 4 J’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 4 J’
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02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:
‘RFWY’.

02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.
REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

07.02.1995 Repair ‘HITCH COMPLETE’.
07.02.1995 Repair ‘TWIST LOCK’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 4 J’
28.06.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 7

Details: wagon ‘RFWY 7 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 29.04.1996
Last Triple Valve: 16.09.1993
Last Brake Cylinder: 18.01.1993
Last Single Car Test: 12.12.1988
Last Lift: 11.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.
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18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘HITCH COMPLETE’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1989 Repair ‘WHEEL SET’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘HITCH COMPLETE’.
10.10.1989 Repair ‘HITCH PIVOT’.
10.10.1989 Repair ‘HITCH SCREW MECHANISM’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
01.11.1989 Repair ‘HITCH SCREW MECHANISM’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
16.02.1990 Repair ‘HITCH SCREW MECHANISM’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
26.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 7 N’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘HITCH COMPLETE’.
09.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1990 Repair ‘VEHICLE COMPLETE’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
27.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
18.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 7 N’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.07.1990 Repair ‘HITCH SCREW MECHANISM’.
21.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 7 N’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
23.04.1991 Repair ‘HITCH COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘WHEEL SET’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
30.04.1991 Repair ‘WHEEL SET’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘GRADE CONTROL VALVE’.
29.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1992 Repair ‘HITCH COMPLETE’.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Repair ‘SIDE STEP’.
29.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1992 Repair ‘WHEEL SET’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘HITCH SCREW MECHANISM’.
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12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 7 N’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 7 N’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE PULL ROD’.
11.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 7 N’
14.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BEARINGS’.
26.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘HITCH COMPLETE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 7 N’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘HITCH COMPLETE’.
18.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
03.03.1993 Repair ‘HANDRAILS’.
03.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
18.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
17.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 7 N’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.08.1993 Repair ‘DIRT COLLECTORS/STRAINERS’.
03.08.1993 Repair ‘HITCH COMPLETE’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Repair ‘WHEEL SET’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
16.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO
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‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 7 N’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 7 N’
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 7 N’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
14.12.1994 Repair ‘HITCH COMPLETE’.
14.12.1994 Repair ‘TWIST LOCK’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 7 N’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

08.08.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 8

Details: wagon ‘RFWY 8 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.09.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

12825



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 03.11.1996
Last Brake Cylinder: 04.11.1991
Last Single Car Test: 30.07.1991
Last Lift: 18.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Repair ‘VEHICLE RECLASSIFY’.
16.10.1989 Repair ‘WHEEL SET’.
16.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘HANDRAILS’.
16.11.1989 Repair ‘HITCH SCREW MECHANISM’.
16.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 8 W’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘HANDRAILS’.
17.01.1990 Repair ‘HITCH COMPLETE’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
19.03.1990 Repair ‘HANDRAILS’.
19.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BRAKE LEVER’.
23.07.1990 Repair ‘END HOSE’.
23.07.1990 Repair ‘HOSE FITTINGS’.
23.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 8 W’
30.07.1990 Repair ‘HITCH COMPLETE’.
30.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
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15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Repair ‘BRAKE LEVER’.
15.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘END HOSE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE SIDEFRAME’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘BRAKE PULL ROD’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘HITCH COMPLETE’.
20.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 8 W’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 8 W’
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 8 W’
26.08.1991 Repair ‘HANDRAILS END’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
22.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
24.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Repair ‘HITCH COMPLETE’.
04.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 8 W’
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14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘HITCH SCREW MECHANISM’.
14.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 8 W’
14.02.1992 Repair ‘END HOSE’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
20.04.1992 Repair ‘HANDRAILS’.
20.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 8 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 8 W’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 8 W’
01.02.1995 Repair ‘HITCH COMPLETE’.
01.02.1995 Repair ‘TWIST LOCK’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

05.03.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 10

Details: wagon ‘RFWY 10 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1960
Operating System: AN
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Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Fleet Grp Code: RZ RD AE CZ
Return to Service Date: 08.07.1996
Last Brake Cylinder: 05.01.1993
Last Lift: 04.07.1986

20.01.1995 Repair ‘HITCH COMPLETE’.
20.01.1995 Repair ‘TWIST LOCK’.
20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RFIY 10 E’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

03.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 11

Details: wagon ‘RFWY 11 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-17
Date Built: 01.01.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CZ AE
Return to Service Date: 02.08.1996
Due Triple Valve: 13.08.1988
Last Brake Cylinder: 03.07.1991
Last Single Car Test: 03.07.1991
Last Lift: 13.08.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRANCH PIPE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRANCH PIPE’.
02.08.1989 Repair ‘TRAIN PIPE (END)’.
02.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 11 N’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.09.1989 Repair ‘HITCH SCREW MECHANISM’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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13.09.1989 Repair ‘WHEEL SET’.
13.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1989 Repair ‘BRANCH PIPE’.
27.09.1989 Repair ‘HANDBRAKE HANDLE’.
27.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1989 Repair ‘TRAIN PIPE (END)’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 11 N’
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 11 N’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BRAKE BLOCK RB95’.
22.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
01.06.1990 Repair ‘WHEEL SET’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘HITCH COMPLETE’.
27.06.1990 Repair ‘HITCH SCREW MECHANISM’.
27.06.1990 Repair ‘WHEEL SET’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
30.07.1990 Repair ‘HITCH COMPLETE’.
30.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 11 N’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 11 N’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BEARERS’.
16.08.1990 Repair ‘HITCH COMPLETE’.
16.08.1990 Repair ‘SIDE BEARER’.
16.08.1990 Repair ‘SIDE BEARER’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
10.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 11 N’
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘BRAKE LEVER’.
14.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 11 N’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘HITCH COMPLETE’.
23.02.1991 Repair ‘WEAR PLATES & SADDLES’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
01.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
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01.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 11 N’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRAKE PULL ROD’.
02.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1991 Repair ‘SIDE STEP’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 11 N’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BRANCH PIPE’.
16.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 11 N’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘HITCH COMPLETE’.
02.07.1992 Repair ‘HITCH SCREW MECHANISM’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
07.08.1992 Repair ‘HITCH SCREW MECHANISM’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 11 N’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 11 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 11 N’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
11.01.1995 Repair ‘HITCH COMPLETE’.
11.01.1995 Repair ‘TWIST LOCK’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 11 N’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

28.08.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
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RFWY 12

Details: wagon ‘RFWY 12 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 29.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 05.07.1996
Due Triple Valve: 14.04.1988
Last Brake Cylinder: 01.11.1990
Last Single Car Test: 30.07.1991
Last Lift: 05.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 12 W’
07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 12 W’
11.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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11.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 12 W’
12.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 12 W’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Repair ‘HANDRAILS’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 12 W’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘HANDRAILS’.
17.01.1990 Repair ‘HANDRAILS END’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
17.01.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1990 Repair ‘VEHICLE RECLASSIFY’.
17.01.1990 Repair ‘WHEEL SET’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 12 W’
19.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 12 W’
27.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 12 W’
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 12 W’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘HITCH COMPLETE’.
01.11.1990 Repair ‘HITCH SCREW MECHANISM’.
01.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1990 Repair ‘VEHICLE STENCILS’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 12 W’
08.11.1990 Repair ‘PARTITION’.
08.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 12 W’
18.01.1991 Repair ‘END HOSE’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 12 W’
21.03.1991 Repair ‘END HOSE’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 12 W’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘TRAIN PIPE’.
02.07.1991 Repair ‘TRAIN PIPE’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 12 W’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 12 W’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 12 W’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 12 W’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘HOSE FITTINGS’.
27.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 12 W’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘HITCH SCREW MECHANISM’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 12 W’
11.12.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 12 W’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘END HOSE’.
14.01.1992 Repair ‘HANDRAILS’.
14.01.1992 Repair ‘HITCH COMPLETE’.
14.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 12 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 12 W’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
21.12.1994 Repair ‘HITCH COMPLETE’.
21.12.1994 Repair ‘TWIST LOCK’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 12 W’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 14

Details: wagon ‘RFWY 14 N’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 30.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.04.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 16.08.1996
Due Triple Valve: 21.09.1988
Last Brake Cylinder: 03.06.1991
Last Single Car Test: 15.12.1992
Last Lift: 15.08.1986

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

28.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 14 R’
26.10.1989 Repair ‘HANDRAILS’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 14 R’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1990 Repair ‘WHEEL SET’.
19.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
22.03.1990 Repair ‘TRAIN PIPE’.
22.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
13.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 14 R’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘TRAIN PIPE’.
15.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘HANDRAILS’.
16.08.1990 Repair ‘HITCH COMPLETE’.
16.08.1990 Repair ‘HITCH SCREW MECHANISM’.
16.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
16.11.1990 Repair ‘WHEEL SET’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.03.1991 Repair ‘HITCH SCREW MECHANISM’.
04.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘TRAIN PIPE (END)’.
16.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘HITCH COMPLETE’.
03.06.1991 Repair ‘HITCH SCREW MECHANISM’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘TRAIN PIPE’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘END BRAKE COCK’.
30.07.1991 Repair ‘HITCH COMPLETE’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
25.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1992 Repair ‘COUPLER KNUCKLE’.
25.01.1992 Repair ‘HITCH COMPLETE’.
25.01.1992 Repair ‘HITCH SCREW MECHANISM’.
25.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Repair ‘HITCH COMPLETE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
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24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘END HOSE’.
24.04.1992 Repair ‘HITCH COMPLETE’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘HITCH COMPLETE’.
04.06.1992 Repair ‘HITCH PIVOT’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘SIDE BEARER’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘TRAIN PIPE’.
17.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 14 R’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘FLOOR COMPLETE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
26.10.1992 Repair ‘END HOSE’.
26.10.1992 Repair ‘FLOOR COMPLETE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
06.11.1992 Repair ‘FLOOR COMPLETE’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘FLOOR BOARDS’.
10.12.1992 Repair ‘FLOOR BOARDS’.
10.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 14 R’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘VEHICLE COMPLETE’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
03.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 14 R’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 14 R’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
21.12.1994 Repair ‘HITCH COMPLETE’.
21.12.1994 Repair ‘TWIST LOCK’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 14 R’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.
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REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

11.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 18

Details: wagon ‘RFWY 18 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 29.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.05.1962
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD AE CZ
Return to Service Date: 28.06.1996
Due Triple Valve: 24.02.1997
Last Brake Cylinder: 22.04.1993
Last Single Car Test: 03.06.1992
Last Lift: 18.06.1985
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13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
24.07.1989 Repair ‘WHEEL SET’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
28.07.1989 Repair ‘HITCH SCREW MECHANISM’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘HITCH LOCK MECHANISM’.
03.08.1989 Repair ‘HITCH LOCK MECHANISM’.
03.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘HITCH SCREW MECHANISM’.
20.09.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BEARINGS’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
19.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘WHEEL SET’.
04.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
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12.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
19.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
05.07.1990 Repair ‘HITCH LOCK MECHANISM’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
19.09.1990 Repair ‘HITCH SCREW MECHANISM’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘HITCH SCREW MECHANISM’.
27.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘HITCH COMPLETE’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
27.12.1990 Repair ‘HITCH COMPLETE’.
27.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘HITCH SCREW MECHANISM’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘HITCH COMPLETE’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Repair ‘HITCH COMPLETE’.
12.06.1991 Repair ‘HITCH SCREW MECHANISM’.
12.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 18 H’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
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02.09.1991 Repair ‘HITCH SCREW MECHANISM’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘HITCH COMPLETE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘COUPLER KNUCKLE’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1992 Repair ‘BRAKE BLOCK RB95’.
01.06.1992 Repair ‘BRAKE PULL ROD’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1992 Repair ‘TRAIN PIPE’.
01.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 18 H’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARINGS’.
29.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.10.1992 Repair ‘FLOOR BOARDS’.
29.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘COUPLER KNUCKLE’.
22.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘WHEEL SET’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE PIN’.
24.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Repair ‘HITCH COMPLETE’.
24.05.1993 Repair ‘WHEEL SET’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’

12842



2.645. Wagon classification starting with ‘RFW’

31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘HITCH COMPLETE’.
22.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 18 H’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BRAKE PULL ROD’.
02.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘HITCH COMPLETE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
25.08.1993 Repair ‘HANDRAILS’.
25.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 18 H’
26.08.1993 Repair ‘HANDRAILS END’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
09.09.1993 Repair ‘HITCH SCREW MECHANISM’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
24.09.1993 Repair ‘HITCH SCREW MECHANISM’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 18 H’
02.10.1993 Repair ‘HITCH COMPLETE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
13.10.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.10.1993 Repair ‘HITCH SCREW MECHANISM’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 18 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 18 H’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 18 H’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
08.12.1994 Repair ‘HITCH COMPLETE’.
08.12.1994 Repair ‘TWIST LOCK’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE RECLASSIFY’.
08.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 18 H’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
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17.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 19

05.07.1995 Reclassified from wagon ‘RFWY 19 M’ to ’ wagon ‘RFIY 19 Q’.

RFWY 20

Details: wagon ‘RFWY 20 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 21.06.1996
Due Triple Valve: 13.04.1988
Last Triple Valve: 15.04.1988
Last Brake Cylinder: 24.10.1992
Last Single Car Test: 09.05.1990
Last Lift: 22.10.1987
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13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

26.02.1986 Alteration complete ‘FIT ‘MINER’ CONSTANT CONTACT SIDEBEARERS
TO 2 NO. ‘AFIY’ INTERMODAL WAGONS FOR TRIAL PURPOSES. N.B. 8 UNITS
HAVE BEEN SUPPLIED BY ‘COMENG’ FOR THESE TRIALS & DELIVER ED TO
DRY CREEK REPAIR ROAD. AFIY 20 & 45 (RS4107)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1989 Repair ‘VEHICLE RECLASSIFY’.
20.07.1989 Repair ‘WHEEL SET’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘END HOSE’.
29.08.1989 Repair ‘HOSE FITTINGS’.
29.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
21.09.1989 Repair ‘HANDRAILS’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 20 M’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.05.1990 Repair ‘COUPLER KNUCKLE’.
07.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RFIY 20 M’
16.05.1990 Repair ‘HITCH SCREW MECHANISM’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 20 M’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘HITCH SCREW MECHANISM’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.12.1990 Repair ‘HITCH COMPLETE’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
22.02.1991 Repair ‘HANDRAILS END’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 20 M’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘HITCH COMPLETE’.
12.04.1991 Repair ‘HITCH SCREW MECHANISM’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘HITCH COMPLETE’.
25.09.1991 Repair ‘HITCH SCREW MECHANISM’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
29.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 20 M’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘HITCH COMPLETE’.
17.01.1992 Repair ‘WEAR PLATES & SADDLES’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
26.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘WHEEL SET’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
24.10.1992 Repair ‘HITCH COMPLETE’.
24.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
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09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘HITCH SCREW MECHANISM’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘HITCH SCREW MECHANISM’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘HITCH COMPLETE’.
12.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.03.1993 Repair ‘END BRAKE COCK’.
18.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
07.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 20 M’
18.06.1993 Repair ‘HITCH SCREW MECHANISM’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 20 M’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1993 Repair ‘HANDRAILS END’.
29.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 20 M’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘HITCH SCREW MECHANISM’.
19.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
20.09.1993 Repair ‘HITCH COMPLETE’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1993 Repair ‘COUPLER KNUCKLE’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 20 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
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16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 20 M’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
15.12.1994 Repair ‘HITCH COMPLETE’.
15.12.1994 Repair ‘TWIST LOCK’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 20 M’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

05.08.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
24.12.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 21

Details: wagon ‘RFWY 21 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

12848



2.645. Wagon classification starting with ‘RFW’

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 21.08.1996
Due Triple Valve: 14.04.1988
Last Triple Valve: 26.07.1988
Last Brake Cylinder: 29.01.1992
Last Single Car Test: 27.04.1990
Last Lift: 12.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRANCH PIPE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘END BRAKE COCK’.
21.07.1989 Repair ‘HITCH COMPLETE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘END BRAKE COCK’.
12.10.1989 Repair ‘END HOSE’.
12.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 21 V’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘HITCH COMPLETE’.
31.10.1989 Repair ‘HITCH LOCK MECHANISM’.
31.10.1989 Repair ‘ISOLATING COCK’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1989 Repair ‘VEHICLE COMPLETE’.
31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Repair ‘WHEEL SET’.
31.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 21 V’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘TRAIN PIPE (END)’.
30.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 21 V’
26.02.1990 Repair ‘HITCH COMPLETE’.
26.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 21 V’
18.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 21 V’
21.05.1990 Repair ‘HITCH COMPLETE’.
21.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 21 V’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘BRANCH PIPE’.
22.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 21 V’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRANCH PIPE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
03.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘HITCH COMPLETE’.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
07.02.1992 Repair ‘BRANCH PIPE’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
12.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 21 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 21 V’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
02.02.1995 Repair ‘HITCH COMPLETE’.
02.02.1995 Repair ‘TWIST LOCK’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 21 V’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
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22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 22

Details: wagon ‘RFWY 22 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD CM CN AE CF
Return to Service Date: 01.05.1996
Due Triple Valve: 13.04.1988
Last Brake Cylinder: 14.02.1992
Last Single Car Test: 27.04.1989
Last Lift: 14.01.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.
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23.11.1989 Repair ‘HANDRAILS’.
23.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘BRAKE BLOCK RB95’.
20.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
12.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
23.04.1990 Repair ‘HITCH COMPLETE’.
23.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1990 Repair ‘TRAIN PIPE (END)’.
16.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘HITCH COMPLETE’.
26.11.1990 Repair ‘HITCH SCREW MECHANISM’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
13.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
14.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
18.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1992 Repair ‘COUPLER KNUCKLE’.
18.01.1992 Repair ‘HITCH COMPLETE’.
18.01.1992 Repair ‘HITCH COMPLETE’.
18.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘HITCH COMPLETE’.
14.02.1992 Repair ‘HITCH SCREW MECHANISM’.
14.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
01.04.1992 Repair ‘END HOSE’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘HITCH COMPLETE’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
21.04.1992 Repair ‘HITCH COMPLETE’.
21.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
04.05.1992 Repair ‘HITCH SCREW MECHANISM’.
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04.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Repair ‘HOSE FITTINGS’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HITCH COMPLETE’.
03.07.1992 Repair ‘HITCH LOCK MECHANISM’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘HOSE FITTINGS’.
07.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BRAKE PULL ROD’.
12.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
19.10.1992 Repair ‘STEP’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
23.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1992 Repair ‘HITCH SCREW MECHANISM’.
26.11.1992 Repair ‘VEHICLE COMPLETE’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
15.01.1993 Repair ‘HITCH SCREW MECHANISM’.
15.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘HITCH COMPLETE’.
20.01.1993 Repair ‘HOSE FITTINGS’.
20.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 22 H’
25.03.1993 Repair ‘HITCH SCREW MECHANISM’.
25.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 22 H’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘HITCH COMPLETE’.
24.05.1993 Repair ‘HITCH COMPLETE’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
05.08.1993 Repair ‘HITCH COMPLETE’.
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05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
11.08.1993 Repair ‘VEHICLE COMPLETE’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
17.08.1993 Repair ‘HITCH COMPLETE’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
15.09.1993 Repair ‘HITCH COMPLETE’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
04.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
03.04.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 22 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 22 H’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
01.02.1995 Repair ‘HITCH COMPLETE’.
01.02.1995 Repair ‘TWIST LOCK’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 22 H’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 24

Details: wagon ‘RFWY 24 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.09.1959
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Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 26.06.1996
Due Triple Valve: 13.08.1992
Last Brake Cylinder: 26.05.1993
Last Single Car Test: 21.11.1989
Last Lift: 10.08.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

25.10.1988 Alteration complete ‘FIT (8) REMOVABLE PEDESTALS ON AFIY 24X TO
HANDLE TWO 40 FT CONTAINERS FOR TRIAL. (RS4352)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BEARERS’.
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 24 C’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘GRADE CONTROL VALVE’.
07.12.1989 Repair ‘HITCH SCREW MECHANISM’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
14.12.1989 Repair ‘HITCH COMPLETE’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 24 C’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
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15.02.1990 Repair ‘HITCH LOCK MECHANISM’.
15.02.1990 Repair ‘SIDE BEARER’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BRANCH PIPE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
24.05.1990 Repair ‘HITCH COMPLETE’.
24.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 24 C’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRANCH PIPE’.
28.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 24 C’
11.06.1990 Repair ‘HITCH SCREW MECHANISM’.
11.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 24 C’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘HITCH COMPLETE’.
15.06.1990 Repair ‘HITCH SCREW MECHANISM’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘HITCH COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
20.03.1991 Repair ‘HITCH SCREW MECHANISM’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 24 C’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘HITCH COMPLETE’.
04.04.1991 Repair ‘VEHICLE COMPLETE’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘HITCH COMPLETE’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
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24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1991 Repair ‘HITCH COMPLETE’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Repair ‘WHEEL SET’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
13.08.1991 Repair ‘BRAKE LEVER’.
13.08.1991 Repair ‘BRAKE PULL ROD’.
13.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘HITCH COMPLETE’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
20.09.1991 Repair ‘HITCH COMPLETE’.
20.09.1991 Repair ‘HITCH SCREW MECHANISM’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
25.09.1991 Repair ‘BRAKE LEVER’.
25.09.1991 Repair ‘BRAKE PULL ROD’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Repair ‘END HOSE’.
22.06.1992 Repair ‘HITCH COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BRAKE BLOCK RB95’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘HITCH SCREW MECHANISM’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘HITCH COMPLETE’.
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21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BEARINGS’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘HITCH COMPLETE’.
11.11.1992 Repair ‘VEHICLE COMPLETE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
15.03.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘GRADE CONTROL VALVE’.
26.05.1993 Repair ‘HITCH COMPLETE’.
26.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.06.1993 Repair ‘VEHICLE COMPLETE’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘GRADE CONTROL VALVE’.
27.07.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BRAKE CYLINDER HOSE’.
17.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘EMPTY LOAD VALVE’.
17.09.1993 Repair ‘END HOSE’.
17.09.1993 Repair ‘GRADE CONTROL VALVE’.
17.09.1993 Repair ‘HITCH COMPLETE’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘VEHICLE COMPLETE’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘END HOSE’.
23.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
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29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE SPRING’.
29.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 24 C’
03.12.1993 Repair ‘HITCH SCREW MECHANISM’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 24 C’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1993 Repair ‘HANDRAILS END’.
08.12.1993 Repair ‘HOSE FITTINGS’.
08.12.1993 Repair ‘TRAIN PIPE’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 24 C’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘END HOSE’.
19.01.1994 Repair ‘HITCH SCREW MECHANISM’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 24 C’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 24 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 24 C’
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 24 C’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
14.12.1994 Repair ‘HITCH COMPLETE’.
14.12.1994 Repair ‘TWIST LOCK’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 24 C’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

23.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
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RFWY 26

Details: wagon ‘RFWY 26 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR HS AE CZ
Return to Service Date: 09.06.1996
Due Triple Valve: 17.05.1990
Last Brake Cylinder: 07.12.1988
Last Single Car Test: 15.07.1991
Last Lift: 25.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration ‘RE TORQUE END CAP BOLTS ON BEARINGS ON AFIY/AFWY
INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD SPECIFICATIONS 250 -
270 FT LB (PTR001)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 26 U’
21.09.1989 Repair ‘HANDRAILS’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘HANDRAILS’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
25.11.1989 Repair ‘HANDRAILS’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE SIDEFRAME’.
30.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘VEHICLE RECLASSIFY’.
30.11.1989 Repair ‘WHEEL SET’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
07.03.1990 Repair ‘SIDE STEP’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
15.06.1990 Repair ‘HITCH SCREW MECHANISM’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
10.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘HITCH COMPLETE’.
15.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 26 U’
12.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RFIY 26 U’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘END HOSE’.
21.03.1991 Repair ‘HITCH COMPLETE’.
21.03.1991 Repair ‘HITCH COMPLETE’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1991 Repair ‘SIDE STEP’.
19.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
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25.05.1991 Repair ‘HANDRAILS END’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘HANDRAILS’.
11.07.1991 Repair ‘HANDRAILS’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 26 U’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 26 U’
29.07.1991 Repair ‘HANDRAILS’.
29.07.1991 Repair ‘HANDRAILS END’.
29.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 26 U’
05.11.1991 Repair ‘HITCH COMPLETE’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘HITCH COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 26 U’
07.02.1992 Repair ‘END HOSE’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
12.02.1992 Repair ‘END HOSE’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
14.02.1992 Repair ‘END HOSE’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 26 U’
25.02.1992 Repair ‘HANDRAILS’.
25.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 26 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 26 U’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
16.12.1994 Repair ‘HITCH COMPLETE’.
16.12.1994 Repair ‘TWIST LOCK’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE RECLASSIFY’.
16.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 26 U’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
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19.12.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 29

Details: wagon ‘RFWY 29 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.04.1960
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 14.08.1996
Due Triple Valve: 24.09.1989
Last Single Car Test: 22.05.1990
Last Lift: 17.05.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE RECLASSIFY’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘HITCH COMPLETE’.
16.08.1989 Repair ‘HITCH SCREW MECHANISM’.
16.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘HITCH COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
15.11.1989 Repair ‘HITCH SCREW MECHANISM’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 29 B’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1990 Repair ‘HITCH COMPLETE’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Repair ‘TRAIN PIPE’.
17.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 29 B’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘HITCH PIVOT’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
03.02.1990 Repair ‘HITCH COMPLETE’.
03.02.1990 Repair ‘HITCH LOCK MECHANISM’.
03.02.1990 Repair ‘HITCH SCREW MECHANISM’.
03.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘HITCH LOCK MECHANISM’.
07.02.1990 Repair ‘HITCH SCREW MECHANISM’.
07.02.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘HITCH COMPLETE’.
14.02.1990 Repair ‘HITCH COMPLETE’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
30.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
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30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 29 B’
24.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 29 B’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 29 B’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BEARERS’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.05.1990 Repair ‘WHEEL SET’.
15.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 29 B’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘HITCH SCREW MECHANISM’.
09.08.1990 Repair ‘WEAR PLATES & SADDLES’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘HITCH LOCK MECHANISM’.
16.11.1990 Repair ‘HITCH PIVOT’.
16.11.1990 Repair ‘HITCH SCREW MECHANISM’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
07.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 29 B’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘TRAIN PIPE (END)’.
10.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 29 B’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
08.11.1991 Repair ‘HITCH SCREW MECHANISM’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 29 B’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘HITCH COMPLETE’.
21.11.1991 Repair ‘HITCH COMPLETE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘HITCH SCREW MECHANISM’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 29 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 29 B’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
02.02.1995 Alteration ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS. REMOVE

SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO ‘RFWY’

12865



2. TIMS GROUP INFORMATION - WAGONS

USING ALTERATION NRC067. (RS4894)’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE RECLASSIFY’.
20.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 29 B’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 31

Details: wagon ‘RFWY 31 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.02.1962
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR HS AE CZ
Return to Service Date: 14.06.1996
Due Triple Valve: 15.07.1988
Last Brake Cylinder: 07.08.1990
Last Single Car Test: 15.07.1991
Last Lift: 04.12.1986
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13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration ‘RE TORQUE END CAP BOLTS ON BEARINGS ON AFIY/AFWY
INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD SPECIFICATIONS 250 -
270 FT LB (PTR001)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BEARERS’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘TRAIN PIPE (END)’.
06.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
15.12.1989 Repair ‘HITCH COMPLETE’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 31 G’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
06.02.1990 Repair ‘TRAIN PIPE’.
06.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1990 Repair ‘BOGIE COMPLETE’.
09.02.1990 Repair ‘TOP CENTRE PLATE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘WHEEL SET’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘HITCH COMPLETE’.
07.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.04.1990 Repair ‘END BRAKE COCK’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BEARERS’.
17.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1990 Repair ‘SIDE BEARER’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
14.05.1990 Repair ‘HITCH COMPLETE’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 31 G’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 31 G’
12.06.1990 Repair ‘HITCH PIVOT’.
12.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘HITCH SCREW MECHANISM’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.08.1990 Repair ‘HITCH COMPLETE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘HITCH COMPLETE’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
07.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1991 Repair ‘BRAKE BLOCK RB95’.
25.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘HITCH COMPLETE’.
25.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
29.11.1991 Repair ‘HITCH SCREW MECHANISM’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 31 G’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘HITCH COMPLETE’.
12.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 31 G’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘HITCH SCREW MECHANISM’.
08.01.1992 Repair ‘RELAY VALVE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 31 G’
22.01.1992 Repair ‘HITCH SCREW MECHANISM’.
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 31 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 31 G’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
05.12.1994 Repair ‘HITCH COMPLETE’.
05.12.1994 Repair ‘TWIST LOCK’.
05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 31 G’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

22.02.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 33

Details: wagon ‘RFWY 33 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 25.9m
Tare Weight: 31.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.03.1963
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 27.10.1996
Due Triple Valve: 14.04.1988
Last Brake Cylinder: 27.05.1991
Last Single Car Test: 04.03.1988
Last Lift: 01.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 33 B’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
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27.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1990 Repair ‘HITCH COMPLETE’.
27.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
30.08.1990 Repair ‘VEHICLE COMPLETE’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 33 B’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘HITCH COMPLETE’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘END FRAME MEMBER’.
15.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘BRAKE LEVER’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘END HOSE’.
07.12.1990 Repair ‘HITCH COMPLETE’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
06.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
06.04.1991 Repair ‘BRAKE BLOCK RB101’.
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
06.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.04.1991 Repair ‘COUPLER KNUCKLE’.
06.04.1991 Repair ‘GRADE CONTROL VALVE’.
06.04.1991 Repair ‘HITCH COMPLETE’.
06.04.1991 Repair ‘WHEEL SET’.
06.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘END HOSE’.
09.05.1991 Repair ‘HITCH COMPLETE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
24.05.1991 Repair ‘HITCH COMPLETE’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 33 B’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘HITCH SCREW MECHANISM’.
27.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1992 Repair ‘WHEEL SET’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
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17.01.1992 Repair ‘HITCH COMPLETE’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘TRAIN PIPE’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
09.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 33 B’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘HITCH COMPLETE’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
03.12.1993 Repair ‘HITCH SCREW MECHANISM’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 33 B’
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 33 B’
04.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 33 B’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘END HOSE’.
27.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.01.1994 Repair ‘TRAIN PIPE (END)’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 33 B’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 33 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 33 B’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 33 B’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
01.02.1995 Repair ‘HITCH COMPLETE’.
01.02.1995 Repair ‘TWIST LOCK’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 33 B’
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02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.
REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

19.03.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
27.10.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 34

Details: wagon ‘RFWY 34 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.08.1959
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX AFWY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AE CF
Return to Service Date: 15.10.1995
Last Brake Cylinder: 06.09.1991
Last Single Car Test: 30.08.1991
Last Lift: 19.01.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.
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02.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 34 K’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Repair ‘YOKE CARRIER’.
16.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘WHEEL SET’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘HITCH SCREW MECHANISM’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘END BRAKE COCK’.
13.02.1990 Repair ‘END HOSE’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘HITCH COMPLETE’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘HITCH SCREW MECHANISM’.
06.09.1990 Repair ‘HITCH SCREW MECHANISM’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
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06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘HITCH COMPLETE’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘WHEEL SET’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BRAKE PULL ROD’.
26.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.12.1990 Repair ‘HITCH SCREW MECHANISM’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘BRAKE LEVER’.
29.08.1991 Repair ‘BRANCH PIPE’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘END HOSE’.
29.08.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Repair ‘YOKE COMPLETE’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 34 K’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘HITCH COMPLETE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘HITCH COMPLETE’.
22.11.1991 Repair ‘WEAR PLATES & SADDLES’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘HITCH COMPLETE’.
16.12.1991 Repair ‘HITCH COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
06.01.1992 Repair ‘HITCH COMPLETE’.
06.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 34 K’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘HITCH COMPLETE’.
10.01.1992 Repair ‘HITCH PIVOT’.
10.01.1992 Repair ‘HITCH SCREW MECHANISM’.
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10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘HOSE FITTINGS’.
22.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘END BRAKE COCK’.
11.01.1993 Repair ‘GRADE CONTROL VALVE’.
11.01.1993 Repair ‘HITCH COMPLETE’.
11.01.1993 Repair ‘HITCH SCREW MECHANISM’.
11.01.1993 Repair ‘TRAIN PIPE (END)’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘TRAIN PIPE (END)’.
15.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1993 Repair ‘HITCH COMPLETE’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1993 Repair ‘COUPLER KNUCKLE’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
23.02.1994 Repair ‘BODY COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 34 K’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 34 K’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 34 K’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 34 K’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 34 K’
14.04.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.

RFWY 36

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.
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06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO
‘RFIY‘. (NRC008)’. New class: ‘RFIY’.

02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:
‘RFWY’.

23.08.1995 Reclassified from wagon ‘RFWY 36 B’ to ’ wagon ‘RFIY 36 F’.

RFWY 38

Details: wagon ‘RFWY 38 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 31.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.10.1961
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CZ AE
Return to Service Date: 03.07.1996
Due Triple Valve: 01.01.1988
Last Triple Valve: 25.03.1988
Last Brake Cylinder: 26.11.1991
Last Single Car Test: 30.07.1991
Last Lift: 30.04.1987

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration ‘RE TORQUE END CAP BOLTS ON BEARINGS ON AFIY/AFWY
INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD SPECIFICATIONS 250 -
270 FT LB (PTR001)’.
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27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BEARINGS’.
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘HITCH COMPLETE’.
27.07.1989 Repair ‘HITCH SCREW MECHANISM’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘HITCH COMPLETE’.
11.08.1989 Repair ‘VEHICLE STENCILS’.
11.08.1989 Repair ‘WHEEL SET’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
07.09.1989 Repair ‘HANDRAILS END’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 38 A’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘HANDRAILS’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 38 A’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘HITCH LOCK MECHANISM’.
29.03.1990 Repair ‘HITCH SCREW MECHANISM’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
12.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 38 A’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
27.07.1990 Repair ‘HANDRAILS END’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 38 A’
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 38 A’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BEARERS’.
06.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 38 A’
13.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 38 A’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘COUPLER TRIGGER LEVER’.

12879



2. TIMS GROUP INFORMATION - WAGONS

23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘HITCH COMPLETE’.
23.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Repair ‘HITCH COMPLETE’.
17.05.1991 Repair ‘HITCH SCREW MECHANISM’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
08.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 38 A’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 38 A’
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 38 A’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1991 Repair ‘HITCH COMPLETE’.
03.09.1991 Repair ‘HITCH SCREW MECHANISM’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘WHEEL SET’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘END HOSE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Repair ‘WEAR PLATES & SADDLES’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘WEAR PLATES & SADDLES’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 38 A’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 38 A’
02.12.1993 Repair ‘END HOSE’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 38 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
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06.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon
‘RFIY 38 A’

21.12.1994 Repair ‘HITCH COMPLETE’.
21.12.1994 Repair ‘TWIST LOCK’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 38 A’
21.12.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 38 A’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

09.04.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE RECLASSIFY’.
31.07.1995 Repair ‘VEHICLE RECLASSIFY’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 42

Details: wagon ‘RFWY 42 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.06.1963
Operating System: AN
Intended Use: SEMITRAILERS
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Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RD AE CZ
Return to Service Date: 31.01.1996
Last Triple Valve: 11.08.1989
Last Brake Cylinder: 04.10.1990
Last Single Car Test: 29.08.1989
Last Lift: 28.06.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY TO ALL
AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B (RS4079)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.

19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BEARINGS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘HITCH SCREW MECHANISM’.
28.07.1989 Repair ‘VEHICLE COMPLETE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BODY COMPLETE’.
09.08.1989 Repair ‘BOGIE BEARINGS’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.08.1989 Repair ‘COUPLER COMPLETE’.
09.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1989 Repair ‘HANDRAILS’.
09.08.1989 Repair ‘HITCH COMPLETE’.
09.08.1989 Repair ‘SIDE BEARER’.
09.08.1989 Repair ‘TOP CENTRE PLATE’.
09.08.1989 Repair ‘WHEEL SET’.
09.08.1989 Repair ‘YOKE COMPLETE’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 42 A’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
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22.08.1989 Repair ‘SIDE STEP’.
22.08.1989 Repair ‘SIDE STEP’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘SIDE STEP’.
05.09.1989 Repair ‘WHEEL SET’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
06.02.1990 Repair ‘SIDE STEP’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
08.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘COUPLER KNUCKLE’.
15.05.1990 Repair ‘HITCH COMPLETE’.
15.05.1990 Repair ‘HITCH SCREW MECHANISM’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Repair ‘TRAIN PIPE’.
07.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
28.06.1990 Repair ‘COUPLER COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1990 Repair ‘END HOSE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘HITCH COMPLETE’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1990 Repair ‘TOP CENTRE PLATE’.
18.09.1990 Repair ‘TRANSOM’.
18.09.1990 Repair ‘YOKE COMPLETE’.
18.09.1990 Repair ‘YOKE PIN’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘HITCH SCREW MECHANISM’.
04.10.1990 Repair ‘HITCH SCREW MECHANISM’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
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15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
30.11.1990 Repair ‘END HOSE’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘HITCH COMPLETE’.
05.03.1991 Repair ‘HITCH LOCK MECHANISM’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
29.01.1992 Repair ‘SIDE STEP’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
07.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.02.1992 Repair ‘HITCH COMPLETE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
27.03.1992 Repair ‘END HOSE’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE PULL ROD’.
30.03.1992 Repair ‘TRAIN PIPE’.
30.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘HITCH COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘HOSE FITTINGS’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
16.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘HITCH COMPLETE’.
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07.01.1993 Repair ‘WEAR PLATES & SADDLES’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.02.1993 Repair ‘BRAKE BLOCK RB95’.
25.02.1993 Repair ‘HITCH COMPLETE’.
25.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘COUPLER KNUCKLE’.
07.04.1993 Repair ‘HANDRAILS END’.
07.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
21.05.1993 Repair ‘HITCH PIVOT’.
21.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 42 A’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘HITCH COMPLETE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
18.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 42 A’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 42 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 42 A’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RFIY 42 A’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

07.02.1995 Repair ‘HITCH COMPLETE’.
07.02.1995 Repair ‘TWIST LOCK’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 42 A’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
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29.04.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RFWY 45

Details: wagon ‘RFWY 45 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $25000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-17
Date Built: 01.01.1963
Operating System: AN
Intended Use: SEMITRAILERS
Remarks: EX RFIY
BSG Code: FSFV

Capacity of 61.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AE CZ
Return to Service Date: 18.04.1996
Due Triple Valve: 15.06.1988
Last Triple Valve: 09.03.1990
Last Brake Cylinder: 30.10.1990
Last Single Car Test: 10.09.1991
Last Lift: 08.07.1985

13.04.1985 Alteration complete ‘RECLASSIFY 45-NO. ‘TTX’ CLASS AMERICAN
INTERMODAL WAGONS TO ‘AFIY’ CLASS, NOS.1-45. BOGIES TO BE
RECLASSIFIED ‘ASSD‘. (RS4043)’.

18.10.1985 Alteration complete ‘FIT END FOOT STEP AND HAND RAIL ASSEMBLY
TO ALL AFIY WAGONS IN ACCORD ANCE WITH DRAWING A1/13-CM-312/B
(RS4079)’.

26.02.1986 Alteration complete ‘FIT ‘MINER’ CONSTANT CONTACT SIDEBEARERS
TO 2 NO. ‘AFIY’ INTERMODAL WAGONS FOR TRIAL PURPOSES. N.B. 8 UNITS
HAVE BEEN SUPPLIED BY ‘COMENG’ FOR THESE TRIALS & DELIVER ED TO
DRY CREEK REPAIR ROAD. AFIY 20 & 45 (RS4107)’.

04.03.1987 Alteration complete ‘RECLASSIFY ‘AFIY’ WAGONS TO ‘AFWY’ CLASS &
STENCIL (100MM HIGH) ‘SUITABLE TO RUN IN W.A.’ ON BOTH SIDES OF
WAGON, AFTER WAGON BOGIES HAVE BEEN FITTED WITH A.N.Z.R.
STANDARD 840 MM DIA. WHEELS. EXISTING WAGON NUMBER TO BE
MAINTAINED. AFIY 1 - 45. (RS4183)’. New class: ‘AFWY’.
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19.06.1987 Alteration complete ‘RE TORQUE END CAP BOLTS ON BEARINGS ON
AFIY/AFWY INTERMODEL WAGONS NOS 1 TO 45 TO STANDARD
SPECIFICATIONS 250 - 270 FT LB (PTR001)’.

30.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 45 E’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘HITCH LOCK MECHANISM’.
10.10.1989 Repair ‘HITCH SCREW MECHANISM’.
10.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 45 E’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Repair ‘VEHICLE COMPLETE’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 45 E’
06.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 45 E’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 45 E’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘BOGIE SIDEFRAME’.
18.05.1990 Repair ‘BRAKE BLOCK RB101’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 45 E’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.10.1990 Repair ‘HITCH SCREW MECHANISM’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 45 E’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘HANDRAILS END’.
06.12.1990 Repair ‘HITCH COMPLETE’.
06.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 45 E’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1991 Repair ‘WEAR PLATES & SADDLES’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 45 E’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.09.1991 Repair ‘HITCH LOCK MECHANISM’.
06.09.1991 Repair ‘HITCH PIVOT’.
06.09.1991 Repair ‘HITCH SCREW MECHANISM’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RFIY 45 E’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

16.09.1991 Repair ‘BOGIE BEARERS’.
16.09.1991 Repair ‘SIDE BEARER’.
16.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 45 E’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE BEARERS’.
24.01.1992 Repair ‘HITCH COMPLETE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RFIY 45 E’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RFIY 45 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AFIY’ & ‘AFWY’ FLAT WAGONS TO

‘RFIY‘. (NRC008)’. New class: ‘RFIY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RFIY 45 E’
02.12.1994 Alteration complete ‘RECLASSIFY RFIY TO RFWY. (NRC067)’. New class:

‘RFWY’.
02.02.1995 Repair ‘HITCH COMPLETE’.
02.02.1995 Repair ‘TWIST LOCK’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RFIY 45 E’
02.02.1995 Alteration complete ‘FIT TWISTLOCKS FROM ‘RFIY’ FLAT WAGONS.

REMOVE SEMI TRAILER HITCHES AND LOADING RAMPS. RECLASSIFY TO
‘RFWY’ USING ALTERATION NRC067. (RS4894)’.

24.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.

2.646 Wagon classification starting with ‘RG’

RG 1078

31.10.1995 Reclassified from wagon ‘RG 1078 F’ to ’ wagon ‘AOKF 1078 P’.

RG 1274

Details: wagon ‘RG 1274 G’ in AN ‘Mainland Division’.
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2.646. Wagon classification starting with ‘RG’

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 183
Date Built: 01.01.1952
Operating System: AN
Intended Use: RAIL RAKE
Remarks: EX AOEY;TRACK PANELS - CCE PARKESTON
BSG Code: DSFR

Capacity of 50.8 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 22.07.1991
Last Lift: 31.08.1977

18.04.1990 Repair ‘STEP’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1991 Repair ‘COUPLER TRIGGER LEVER’.

RG 1599

27.06.1992 Reclassified from wagon ‘RG 1599 T’ to ’ wagon ‘AZCF 1599 E’.

RG 1606

Details: wagon ‘RG 1606 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 11.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
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Remarks: STORED 18.02.93 LGP
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 08.11.1990
Due Triple Valve: 22.08.1989
Last Brake Cylinder: 22.08.1988
Last Single Car Test: 12.11.1990
Last Lift: 26.11.1986

11.08.1989 Repair ‘STEP’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

RG 1627

Details: wagon ‘RG 1627 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 03.07.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.03.1996
Last Single Car Test: 23.08.1991
Last Lift: 20.02.1980

17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Repair ‘STEP’.
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08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘HANDRAILS END’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1991 Repair ‘HANDRAILS’.
18.03.1992 Alteration ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT WAGONS TO

‘AZCF‘. RG 1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761,
1767,1769, RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT
HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

25.02.1993 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RG 1642

11.09.1992 Reclassified from wagon ‘RG 1642 P’ to ’ wagon ‘AZCF 1642 A’.

RG 1644

30.04.1992 Reclassified from wagon ‘RG 1644 K’ to ’ wagon ‘AZCF 1644 S’.

RG 1651

26.06.1992 Reclassified from wagon ‘RG 1651 Y’ to ’ wagon ‘AZCF 1651 W’.

RG 1653

27.06.1992 Reclassified from wagon ‘RG 1653 J’ to ’ wagon ‘AZCF 1653 R’.

RG 1663

18.06.1992 Reclassified from wagon ‘RG 1663 R’ to ’ wagon ‘AZCF 1663 C’.

RG 1664

27.06.1992 Reclassified from wagon ‘RG 1664 D’ to ’ wagon ‘AZCF 1664 L’.

RG 1669

27.06.1992 Reclassified from wagon ‘RG 1669 C’ to ’ wagon ‘AZCF 1669 K’.

RG 1670

01.05.1992 Reclassified from wagon ‘RG 1670 V’ to ’ wagon ‘AZCF 1670 G’.
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RG 1674

Details: wagon ‘RG 1674 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 07.06.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ PB
Return to Service Date: 19.07.1995
Last Single Car Test: 10.04.1991
Last Lift: 30.11.1979

11.08.1989 Repair ‘STEP’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.11.1989 Repair ‘HANDRAILS END’.
17.11.1989 Repair ‘STEP’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘STEP’.
26.06.1990 Repair ‘HANDRAILS END’.
26.06.1990 Repair ‘STEP’.
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE PULL ROD’.
08.04.1991 Repair ‘SIDE SILL’.
11.04.1991 Repair ‘VEHICLE COMPLETE’.
11.04.1991 Repair ‘VEHICLE STENCILS’.
06.08.1991 Repair ‘LASHING POINT’.
18.03.1992 Alteration ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT WAGONS TO

‘AZCF‘. RG 1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761,
1767,1769, RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.
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30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT
HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.

RG 1679

01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.11.1992 Repair ‘TRAIN PIPE’.
17.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

RG 1683

Details: wagon ‘RG 1683 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7400
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 07.11.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 19.10.1990
Due Triple Valve: 17.11.1990
Last Brake Cylinder: 27.06.1988
Last Single Car Test: 27.06.1988
Last Lift: 20.11.1980

17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘HANDRAILS’.
17.11.1989 Repair ‘HANDRAILS END’.
17.11.1989 Repair ‘STEP’.
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘HANDRAILS END’.
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27.11.1989 Repair ‘STEP’.
19.10.1990 Repair ‘BOGIE BEARINGS’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.

RG 1708

Details: wagon ‘RG 1708 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 185
Date Built: 10.07.1961
Operating System: AN
Intended Use: GENERAL
Remarks: EX AODY;WITH CCE CAMP UNIT
BSG Code: DSFZ

Capacity of 50.8 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 15.06.1985
Last Lift: 06.01.1983

RG 1753

27.06.1992 Reclassified from wagon ‘RG 1753 Q’ to ’ wagon ‘AZCF 1753 B’.

RG 1757

Details: wagon ‘RG 1757 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6970
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
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Date Built: 21.10.1963
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 20.08.1990
Last Single Car Test: 24.08.1990
Last Lift: 04.12.1979

20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1992 Alteration ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT WAGONS TO

‘AZCF‘. RG 1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761,
1767,1769, RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

RG 1761

01.05.1992 Reclassified from wagon ‘RG 1761 G’ to ’ wagon ‘AZCF 1761 Y’.

RG 1767

11.09.1992 Reclassified from wagon ‘RG 1767 Y’ to ’ wagon ‘AZCF 1767 W’.

RG 1769

02.06.1992 Reclassified from wagon ‘RG 1769 J’ to ’ wagon ‘AZCF 1769 R’.

RG 1828

22.08.1991 Reclassified from wagon ‘RG 1828 V’ to ’ wagon ‘AZCL 1828 H’.

RG 1830

22.08.1991 Reclassified from wagon ‘RG 1830 D’ to ’ wagon ‘AZCL 1830 M’.

RG 1832

22.08.1991 Reclassified from wagon ‘RG 1832 V’ to ’ wagon ‘AZCL 1832 H’.

RG 1833

22.08.1991 Reclassified from wagon ‘RG 1833 H’ to ’ wagon ‘AZCL 1833 Q’.
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RG 1836

Details: wagon ‘RG 1836 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $8630
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 03.11.1965
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 21.10.1988
Last Single Car Test: 26.10.1988
Last Lift: 16.09.1986

RG 1840

22.08.1991 Reclassified from wagon ‘RG 1840 L’ to ’ wagon ‘AZCL 1840 U’.

2.647 Wagon classification starting with ‘RGB’

RGB 901

Details: wagon ‘RGB 901 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 04.08.1952
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Operating System: AN
Intended Use: GENERAL
Remarks: WITH KITCHEN/MESS - CCE PT. AUGUSTA
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 12.03.1993
Last Single Car Test: 30.03.1993
Last Lift: 04.11.1981

22.08.1990 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK OTHER’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.

RGB 913

Details: wagon ‘RGB 913 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 21.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PT. AUG.
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1986
Last Lift: 14.03.1977

RGB 932

12.09.1989 Reclassified from wagon ‘RGB 932 F’ to ’ wagon ‘AZYF 932 E’.

12897



2. TIMS GROUP INFORMATION - WAGONS

RGB 950

20.10.1988 Reclassified from wagon ‘RGB 950 D’ to ’ wagon ‘AZVL 950 R’.

RGB 953

Details: wagon ‘RGB 953 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 21.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PT. AUG.
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1986
Last Lift: 10.03.1977

RGB 958

Details: wagon ‘RGB 958 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 22.08.1955
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PT.AUG.
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BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1986
Last Lift: 08.03.1977

RGB 968

Details: wagon ‘RGB 968 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7460
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 21.11.1952
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PT. AUG.
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 14.11.1986
Last Lift: 02.06.1978

RGB 970

18.06.1992 Reclassified from wagon ‘RGB 970 T’ to ’ wagon ‘AZFF 970 H’.

RGB 997

Details: wagon ‘RGB 997 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 15.06.1955
Operating System: AN
Intended Use: GENERAL
Remarks: CCE RAIL RAKE & PANELS OR CAMP UNIT
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 22.04.1994
Due Triple Valve: 13.03.1990
Last Brake Cylinder: 13.03.1989
Last Single Car Test: 27.01.1994
Last Lift: 20.07.1981

26.09.1989 Repair ‘END BRAKE COCK’.
15.01.1993 Repair ‘BRAKE BLOCK RB95’.
26.11.1993 Repair ‘BODY COMPLETE’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘BODY COMPLETE’.
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BRAKE CONTROL PIPE’.
22.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

RGB 998

Details: wagon ‘RGB 998 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 27.06.1955
Operating System: AN
Intended Use: GENERAL
Remarks: CCE RAIL RAKE & PANELS OR CAMP UNIT
BSG Code: DSFZ

Capacity of 45.7 tonnes
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Fleet Grp Code: AH PZ PB
Return to Service Date: 10.06.1994
Last Single Car Test: 23.11.1990
Last Lift: 20.10.1978

12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘TRAIN PIPE (END)’.
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1990 Repair ‘BOGIE COMPLETE’.
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1990 Repair ‘HANDBRAKE HANDLE’.
21.11.1990 Repair ‘HANDRAILS END’.
21.11.1990 Repair ‘SIDE BEARER’.
21.11.1990 Repair ‘STEP’.
21.11.1990 Repair ‘STRIKING CASTING’.
21.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1992 Alteration ‘TRANSFER RAIL WINCH AND ANCILLARY EQUIPMENT

FROM AZWL3 TO RGB998. (AZWL3 TO BE SCRAPPED). FIT MULTI-HOLE
PULLRODS AND LIFTING PADS. FIT SHUNTERS END STEPS AND
HANDBRAKE STEPS AND HANDRAILS PER DRAWING 13-CM-459.
RECLASSIFY TO AZWL998J. LEFT HAND & RIGHT HAND BOGIES TO BE
FITTED (IF NOT ALREADY). RGB998. (RS4745)’. New class: ‘AZWL’.

RGB 1031

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

RGB 1248

Details: wagon ‘RGB 1248 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7330
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 15.06.1955
Operating System: AN

12901



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 22.07.1991
Due Triple Valve: 17.04.1991
Last Brake Cylinder: 17.04.1990
Last Lift: 09.05.1980

11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.04.1990 Repair ‘HANDBRAKE HANDLE’.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1990 Repair ‘STEP’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

RGB 1252

Details: wagon ‘RGB 1252 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.4m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7730
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 157
Date Built: 08.03.1954
Operating System: AN
Intended Use: GENERAL
Remarks: TRACK PANELS - CCE PT. AUG.
BSG Code: DSFZ

Capacity of 45.7 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 13.03.1982
Last Lift: 03.01.1978

2.648 Wagon classification starting with ‘RGC’

RGC 1592

30.09.1991 Reclassified from wagon ‘RGC 1592 L’ to ’ wagon ‘AZCF 1592 K’.

12902



2.648. Wagon classification starting with ‘RGC’

RGC 1594

30.09.1991 Reclassified from wagon ‘RGC 1594 G’ to ’ wagon ‘AZCF 1594 F’.

RGC 1596

14.05.1992 Reclassified from wagon ‘RGC 1596 B’ to ’ wagon ‘AZCF 1596 A’.

RGC 1601

Details: wagon ‘RGC 1601 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 07.08.1959
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 08.03.1991
Due Triple Valve: 29.06.1991
Last Single Car Test: 18.04.1991
Last Lift: 05.10.1981

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘STEP’.
26.09.1989 Repair ‘TRAIN PIPE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘BOGIE SPRING’.
28.06.1990 Repair ‘BRAKE PULL ROD’.
28.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.06.1990 Repair ‘END FRAME MEMBER’.
28.06.1990 Repair ‘HANDRAILS END’.
28.06.1990 Repair ‘SIDE BEARER’.
28.06.1990 Repair ‘STEP’.
28.06.1990 Repair ‘TOP CENTRE PLATE’.
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2. TIMS GROUP INFORMATION - WAGONS

28.06.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1991 Repair ‘STEP’.
19.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

RGC 1604

30.09.1991 Reclassified from wagon ‘RGC 1604 K’ to ’ wagon ‘AZCF 1604 J’.

RGC 1615

30.09.1991 Reclassified from wagon ‘RGC 1615 E’ to ’ wagon ‘AZCF 1615 D’.

RGC 1620

30.09.1991 Reclassified from wagon ‘RGC 1620 N’ to ’ wagon ‘AZCF 1620 M’.

RGC 1621

30.09.1991 Reclassified from wagon ‘RGC 1621 W’ to ’ wagon ‘AZCF 1621 V’.

RGC 1623

01.05.1992 Reclassified from wagon ‘RGC 1623 R’ to ’ wagon ‘AZCF 1623 Q’.

RGC 1624

30.09.1991 Reclassified from wagon ‘RGC 1624 D’ to ’ wagon ‘AZCF 1624 C’.

RGC 1628

30.09.1991 Reclassified from wagon ‘RGC 1628 Q’ to ’ wagon ‘AZCF 1628 P’.

RGC 1629

30.09.1991 Reclassified from wagon ‘RGC 1629 C’ to ’ wagon ‘AZCF 1629 B’.

RGC 1639

Details: wagon ‘RGC 1639 K’ in AN ‘Mainland Division’.

Owner: AN
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2.648. Wagon classification starting with ‘RGC’

Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 24.06.1960
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 19.10.1993
Last Brake Cylinder: 23.10.1991
Last Lift: 26.11.1980

24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘END BRAKE COCK’.
23.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1993 Repair ‘HANDRAILS END’.
19.10.1993 Repair ‘STEP’.

RGC 1641

30.09.1991 Reclassified from wagon ‘RGC 1641 P’ to ’ wagon ‘AZCF 1641 Y’.

RGC 1648

26.09.1991 Reclassified from wagon ‘RGC 1648 J’ to ’ wagon ‘AZCF 1648 X’.

RGC 1654

30.09.1991 Reclassified from wagon ‘RGC 1654 E’ to ’ wagon ‘AZCF 1654 D’.

RGC 1659

30.09.1991 Reclassified from wagon ‘RGC 1659 D’ to ’ wagon ‘AZCF 1659 C’.

RGC 1660

30.09.1991 Reclassified from wagon ‘RGC 1660 W’ to ’ wagon ‘AZCF 1660 V’.
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RGC 1665

30.09.1991 Reclassified from wagon ‘RGC 1665 V’ to ’ wagon ‘AZCF 1665 U’.

RGC 1671

30.09.1991 Reclassified from wagon ‘RGC 1671 Q’ to ’ wagon ‘AZCF 1671 P’.

RGC 1677

Details: wagon ‘RGC 1677 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 31.08.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 23.10.1991
Last Triple Valve: 23.10.1991
Last Lift: 14.06.1978

24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR
CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.

RGC 1682

30.09.1991 Reclassified from wagon ‘RGC 1682 K’ to ’ wagon ‘AZCF 1682 J’.

RGC 1687

30.09.1991 Reclassified from wagon ‘RGC 1687 J’ to ’ wagon ‘AZCF 1687 X’.
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2.648. Wagon classification starting with ‘RGC’

RGC 1688

30.09.1991 Reclassified from wagon ‘RGC 1688 S’ to ’ wagon ‘AZCF 1688 R’.

RGC 1692

Details: wagon ‘RGC 1692 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14.3m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7440
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 156
Date Built: 25.05.1961
Operating System: AN
Intended Use: SLEEPERS CONCRET
Remarks: CCE USE
BSG Code: DSFT

Capacity of 56 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 31.07.1990
Last Lift: 29.06.1983

31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1991 Alteration ‘RECLASSIFY 39 NO. ‘RGC’ WAGONS TO ‘AZCF’ FOR

CONCRETE SLEEPER TRAFFIC. VEHICLES MUST BE FITTED WITH RIDE
CONTROL BOGIES. RGC (RS3109)’. New class: ‘AZCF’.

RGC 1693

14.05.1992 Reclassified from wagon ‘RGC 1693 E’ to ’ wagon ‘AZCF 1693 D’.

RGC 1751

22.08.1991 Reclassified from wagon ‘RGC 1751 H’ to ’ wagon ‘AZCL 1751 H’.

RGC 1755

04.08.1992 Reclassified from wagon ‘RGC 1755 U’ to ’ wagon ‘AZCF 1755 T’.

RGC 1759

30.09.1991 Reclassified from wagon ‘RGC 1759 K’ to ’ wagon ‘AZCF 1759 J’.
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RGC 1760

30.09.1991 Reclassified from wagon ‘RGC 1760 G’ to ’ wagon ‘AZCF 1760 F’.

RGC 1762

22.08.1991 Reclassified from wagon ‘RGC 1762 B’ to ’ wagon ‘AZCL 1762 B’.

RGC 1764

26.09.1991 Reclassified from wagon ‘RGC 1764 T’ to ’ wagon ‘AZCF 1764 S’.

RGC 1772

30.09.1991 Reclassified from wagon ‘RGC 1772 J’ to ’ wagon ‘AZCF 1772 X’.

RGC 1774

30.09.1991 Reclassified from wagon ‘RGC 1774 E’ to ’ wagon ‘AZCF 1774 D’.

RGC 1783

22.08.1991 Reclassified from wagon ‘RGC 1783 D’ to ’ wagon ‘AZCL 1783 D’.

RGC 1785

30.09.1991 Reclassified from wagon ‘RGC 1785 V’ to ’ wagon ‘AZCF 1785 U’.

RGC 1831

22.08.1991 Reclassified from wagon ‘RGC 1831 V’ to ’ wagon ‘AZCL 1831 V’.

RGC 1835

22.08.1991 Reclassified from wagon ‘RGC 1835 L’ to ’ wagon ‘AZCL 1835 L’.

RGC 1845

05.07.1991 Reclassified from wagon ‘RGC 1845 T’ to ’ wagon ‘AZCL 1845 T’.

RGC 3168

30.09.1991 Reclassified from wagon ‘RGC 3168 C’ to ’ wagon ‘AZCF 3168 B’.

RGC 3169

30.09.1991 Reclassified from wagon ‘RGC 3169 L’ to ’ wagon ‘AZCF 3169 K’.

RGC 3170

30.09.1991 Reclassified from wagon ‘RGC 3170 H’ to ’ wagon ‘AZCF 3170 G’.
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2.649. Wagon classification starting with ‘RGD’

RGC 3171

30.09.1991 Reclassified from wagon ‘RGC 3171 Q’ to ’ wagon ‘AZCF 3171 P’.

RGC 3175

30.09.1991 Reclassified from wagon ‘RGC 3175 G’ to ’ wagon ‘AZCF 3175 F’.

RGC 3178

30.09.1991 Reclassified from wagon ‘RGC 3178 K’ to ’ wagon ‘AZCF 3178 J’.

2.649 Wagon classification starting with ‘RGD’

RGD 1595

15.04.1992 Reclassified from wagon ‘RGD 1595 S’ to ’ wagon ‘AZRF 1595 N’.

RGD 1610

04.05.1992 Reclassified from wagon ‘RGD 1610 X’ to ’ wagon ‘AZRF 1610 D’.

RGD 1611

04.05.1992 Reclassified from wagon ‘RGD 1611 R’ to ’ wagon ‘AZRF 1611 M’.

RGD 1618

10.06.1992 Reclassified from wagon ‘RGD 1618 L’ to ’ wagon ‘AZRF 1618 G’.

RGD 1645

12.05.1988 Reclassified from wagon ‘RGD 1645 X’ to ’ wagon ‘AZRL 1645 E’.

RGD 1646

12.05.1988 Reclassified from wagon ‘RGD 1646 R’ to ’ wagon ‘AZRL 1646 N’.

RGD 1672

12.05.1988 Reclassified from wagon ‘RGD 1672 F’ to ’ wagon ‘AZRL 1672 B’.

RGD 1686

04.05.1992 Reclassified from wagon ‘RGD 1686 D’ to ’ wagon ‘AZRF 1686 V’.

RGD 1691

20.05.1992 Reclassified from wagon ‘RGD 1691 M’ to ’ wagon ‘AZRF 1691 H’.
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RGD 1758

12.05.1988 Reclassified from wagon ‘RGD 1758 E’ to ’ wagon ‘AZRL 1758 A’.

RGD 1765

12.08.1988 Reclassified from wagon ‘RGD 1765 X’ to ’ wagon ‘AZRL 1765 E’.

RGD 1766

05.06.1992 Reclassified from wagon ‘RGD 1766 R’ to ’ wagon ‘AZRF 1766 M’.

RGD 1770

04.05.1992 Reclassified from wagon ‘RGD 1770 R’ to ’ wagon ‘AZRF 1770 M’.

RGD 1781

12.05.1988 Reclassified from wagon ‘RGD 1781 L’ to ’ wagon ‘AZRL 1781 H’.

RGD 1839

12.05.1988 Reclassified from wagon ‘RGD 1839 E’ to ’ wagon ‘AZRL 1839 A’.

RGD 1841

12.08.1988 Reclassified from wagon ‘RGD 1841 J’ to ’ wagon ‘AZRL 1841 F’.

RGD 1842

15.04.1992 Reclassified from wagon ‘RGD 1842 S’ to ’ wagon ‘AZRF 1842 N’.

RGD 3173

12.08.1988 Reclassified from wagon ‘RGD 3173 Y’ to ’ wagon ‘AZRL 3173 K’.

RGD 3174

04.05.1992 Reclassified from wagon ‘RGD 3174 A’ to ’ wagon ‘AZRF 3174 S’.

RGD 3176

05.06.1992 Reclassified from wagon ‘RGD 3176 S’ to ’ wagon ‘AZRF 3176 N’.

2.650 Wagon classification starting with ‘RH’

RH 845

Details: wagon ‘RH 845 G’ in AN ‘Mainland Division’.
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2.651. Wagon classification starting with ‘RKA’

Owner: AN
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $920
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 159
Date Built: 19.09.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 40.6 tonnes

Fleet Grp Code: AH PB PZ
Return to Service Date: 01.04.1981
Last Lift: 01.04.1981

2.651 Wagon classification starting with ‘RKA’

RKAX 1

Details: wagon ‘RKAX 1 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-2
Date Built: 30.06.1964
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AKDX 1 & AKAX16
BSG Code: FXKR

Capacity of 114.6 tonnes
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Fleet Grp Code: UR UZ CN CM AE CP
Return to Service Date: 08.05.1996
Last Single Car Test: 15.04.1993
Last Lift: 17.02.1981

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFDX’ WAGONS TO ‘AKDX‘. (RS4326)’.
New class: ‘AKDX’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘VEHICLE RECLASSIFY’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 1 C’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
14.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘COUPLER COMPLETE’.
14.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.05.1992 Repair ‘YOKE COMPLETE’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRAKE PULL ROD’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1992 Repair ‘TRAIN PIPE (END)’.
17.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
07.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
19.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1993 Repair ‘END BOARDS’.
02.04.1993 Repair ‘WEAR PLATES & SADDLES’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 1 C’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF— ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 1 C’
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2.651. Wagon classification starting with ‘RKA’

11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL
WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKDX 1 C’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 2

Details: wagon ‘RKAX 2 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-2
Date Built: 14.07.1964
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AFDX 2 & 6
BSG Code: FXFR

Capacity of 114.6 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 29.04.1996
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 01.05.1986

24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
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31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1992 Repair ‘BOGIE COMPLETE’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Repair ‘SIDE BEARER’.
31.08.1992 Repair ‘TOP CENTRE PLATE’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Repair ‘BRAKE LEVER’.
25.11.1992 Repair ‘COUPLER COMPLETE’.
25.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.11.1992 Repair ‘STEP’.
25.11.1992 Repair ‘YOKE COMPLETE’.
25.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
04.06.1993 Repair ‘WEAR PLATES & SADDLES’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BOGIE COMPLETE’.
04.12.1993 Repair ‘BRAKE BLOCK RB95’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘EMPTY LOAD VALVE’.
04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘UNDERFRAME COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFDX 2 B’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 3

Details: wagon ‘RKAX 3 F’ in AN ‘Mainland Division’.

12914



2.651. Wagon classification starting with ‘RKA’

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 4X2
Original Cost: $8970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-2
Date Built: 30.07.1964
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AKDX 3 & 4
BSG Code: FXKR

Capacity of 114.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 11.07.1996
Last Triple Valve: 03.11.1992
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 14.01.1986

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFDX’ WAGONS TO ‘AKDX‘. (RS4326)’.
New class: ‘AKDX’.

25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 3 U’
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
03.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKDX 3 U’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1991 Repair ‘HANDBRAKE HANDLE’.
31.07.1991 Repair ‘STEP’.
31.07.1991 Repair ‘VEHICLE RECLASSIFY’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 3 U’
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 3 U’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 3 U’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.06.1992 Repair ‘BRANCH PIPE’.
02.06.1992 Repair ‘VEHICLE COMPLETE’.
02.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 3 U’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE LEVER’.
15.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 3 U’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF— ’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.11.1993 Repair ‘BRANCH PIPE’.
08.11.1993 Repair ‘END BOARDS’.
08.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.11.1993 Repair ‘TRAIN PIPE (END)’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 3 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKDX 3 U’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 5

Details: wagon ‘RKAX 5 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-2
Date Built: 09.11.1964
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AKDX 5 & 11
BSG Code: FXKR

Capacity of 114.6 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 07.02.1996
Last Single Car Test: 16.12.1993
Last Lift: 06.11.1986

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFDX’ WAGONS TO ‘AKDX‘. (RS4326)’.
New class: ‘AKDX’.

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BRANCH PIPE’.
11.09.1989 Repair ‘COUPLER KNUCKLE’.
11.09.1989 Repair ‘EMPTY LOAD VALVE’.
11.09.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1989 Repair ‘STEP’.
11.09.1989 Repair ‘VEHICLE RECLASSIFY’.
11.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 5 P’
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1990 Repair ‘VEHICLE STENCILS’.
07.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFCX 5 C’
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
27.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1991 Repair ‘HANDRAILS END’.
27.05.1991 Repair ‘STEP’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1991 Repair ‘TRAIN PIPE (END)’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.03.1992 Repair ‘BRAKE LEVER’.
04.03.1992 Repair ‘BRAKE PULL ROD’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1992 Repair ‘BRAKE BLOCK RB95’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘STANCHION’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 5 P’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 5 P’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE LEVER’.
08.03.1993 Repair ‘STEP’.
08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 5 P’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.03.1993 Repair ‘DRAFT GEAR POCKET’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Repair ‘SIDE BEARER’.
09.03.1993 Repair ‘STEP’.
09.03.1993 Repair ‘YOKE COMPLETE’.
09.03.1993 Repair ‘YOKE FOLLOWER’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 5 C’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘END COMPLETE’.
15.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1993 Repair ‘SIDE BEARER’.
15.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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15.12.1993 Repair ‘UNDERFRAME COMPLETE’.
15.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKDX 5 P’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 5 P’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 5 P’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKDX 5 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AFCX 5 C’
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKDX 5 P’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 6

Details: wagon ‘RKAX 6 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 4X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-1
Date Built: 20.01.1967
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AKAX 6 & 14
BSG Code: FXKR
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Capacity of 114.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 15.06.1996
Last Single Car Test: 03.08.1993
Last Lift: 25.07.1985

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

21.02.1990 Repair ‘STEP’.
21.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
01.03.1990 Repair ‘BOGIE COMPLETE’.
01.03.1990 Repair ‘VEHICLE COMPLETE’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
14.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Repair ‘SIDE BEARER’.
14.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
18.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.10.1991 Repair ‘YOKE FOLLOWER’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BODY COMPLETE’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘TOP CENTRE PLATE’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE LEVER’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1993 Repair ‘HANDRAILS END’.
02.08.1993 Repair ‘STEP’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
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02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 6 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKAX 6 P’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 7

18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1990 Repair ‘YOKE COMPLETE’.
18.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
21.08.1990 Repair ‘BOGIE SPRING’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE PULL ROD’.
13.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFCX 7 U’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘VEHICLE COMPLETE’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE PULL ROD’.
21.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.08.1992 Repair ‘STEP’.
21.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1992 Repair ‘YOKE CARRIER’.
21.08.1992 Repair ‘YOKE COMPLETE’.
21.08.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
21.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BOLSTER’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘BRANCH PIPE’.
30.03.1993 Repair ‘END HOSE’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BEARERS’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘BRAKE PULL ROD’.
21.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
21.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’
08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 7 U’

RKAX 11

Details: wagon ‘RKAX 11 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 4X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-1
Date Built: 01.01.1967
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AKAX 11 & 18
BSG Code: FXKR

Capacity of 114.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 23.07.1996
Last Single Car Test: 30.03.1993
Last Lift: 29.09.1982

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘COUPLER KNUCKLE’.
11.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
11.09.1989 Repair ‘EMPTY LOAD VALVE’.
11.09.1989 Repair ‘GRADE CONTROL VALVE’.
11.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1989 Repair ‘VEHICLE RECLASSIFY’.
11.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKAX 11 B’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 11 B’
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 11 B’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘TRAIN PIPE (END)’.
27.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 11 B’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘BRAKE CONTROL PIPE’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘COUPLER COMPLETE’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1993 Repair ‘STEP’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Repair ‘YOKE COMPLETE’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 11 B’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKAX 11 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 11 B’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKAX 11 B’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 13

Details: wagon ‘RKAX 13 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-1
Date Built: 20.01.1967
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AFCX 13 & RKAX 5
BSG Code: FXFR

Capacity of 114.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 12.07.1996
Last Triple Valve: 30.03.1993
Last Brake Cylinder: 30.03.1993
Last Single Car Test: 30.03.1993
Last Lift: 10.03.1981

05.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 13 P’
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1990 Repair ‘VEHICLE STENCILS’.
07.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFCX 13 P’
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15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘SIDE BEARER’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 13 P’
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘COUPLER COMPLETE’.
02.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 13 P’
04.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AFCX 13 P’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.03.1993 Repair ‘DRAFT GEAR POCKET’.
09.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1993 Repair ‘END BOARDS’.
09.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Repair ‘SIDE BEARER’.
09.03.1993 Repair ‘STEP’.
09.03.1993 Repair ‘YOKE COMPLETE’.
09.03.1993 Repair ‘YOKE FOLLOWER’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 13 P’
30.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 13 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AFCX 13 P’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RKAX 15

Details: wagon ‘RKAX 15 X’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-1
Date Built: 07.05.1968
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AKAX 15 & 17
BSG Code: FXKR

Capacity of 114.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 02.06.1994
Last Brake Cylinder: 01.06.1990
Last Single Car Test: 24.03.1994
Last Lift: 05.02.1973

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFCX’ WAGONS TO ‘AKAX‘. (RS4327)’.
New class: ‘AKAX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1989 Repair ‘VEHICLE RECLASSIFY’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKAX 15 Y’
07.03.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE STENCILS’.
30.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKAX 15 Y’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKAX 15 Y’
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04.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKAX 15 Y’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.03.1992 Repair ‘LADDER’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
31.08.1992 Repair ‘STEP’.
31.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘BRAKE PULL ROD’.
15.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1993 Repair ‘DRAFT GEAR POCKET’.
15.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1993 Repair ‘STEP’.
15.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1993 Repair ‘YOKE CARRIER’.
15.02.1993 Repair ‘YOKE COMPLETE’.
15.02.1993 Repair ‘YOKE FOLLOWER’.
15.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1993 Repair ‘BRAKE LEVER’.
04.05.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

22.12.1993 Repair ‘VEHICLE COMPLETE’.
22.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BRAKE PULL ROD’.
23.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKAX 15 Y’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKAX 102

Details: wagon ‘RKAX 102 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 27.5m
Tare Weight: 36.6tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-1
Date Built: 01.01.1967
Operating System: AN
Intended Use: RAIL BULK
Remarks: EX AFCX 2 & RKAX7
BSG Code: FXFR

Capacity of 114.6 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 11.04.1995
Last Brake Cylinder: 24.05.1993
Last Single Car Test: 24.05.1993
Last Lift: 07.02.1983

21.08.1990 Repair ‘VEHICLE COMPLETE’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AFCX 2 V’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1992 Repair ‘STEP’.
29.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Repair ‘YOKE COMPLETE’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘BRAKE PULL ROD’.
21.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1992 Repair ‘SIDE BEARER’.
21.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BOLSTER’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BRAKE PULL ROD’.
21.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
21.05.1993 Repair ‘VEHICLE COMPLETE’.
21.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AFCX’, ‘AFDX’, ‘AKAX’ & ‘AKDX’ STEEL

WAGONS TO ‘RKAX‘. (NRC051)’. New class: ‘RKAX’.
07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Repair ‘VEHICLE RENUMBERED’.
07.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AFCX 2 V’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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2.652 Wagon classification starting with ‘RKB’

RKBX 13

Details: wagon ‘RKBX 13 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 17.10.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 18.05.1996
Due Triple Valve: 23.02.1990
Last Brake Cylinder: 23.02.1989
Last Single Car Test: 23.02.1989
Last Lift: 10.05.1983

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

19.03.1991 Repair ‘HANDRAILS’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 13 W’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.04.1991 Repair ‘DOOR COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Repair ‘VEHICLE RETARE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
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07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR
BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 13 W’
03.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 13 W’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Repair ‘VEHICLE RETARE’.
21.09.1993 Repair ‘VEHICLE STENCILS’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘COUPLER COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘SIDE BEARER’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 13 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 13 W’
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29.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 38

Details: wagon ‘RKBX 38 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 11.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK CM CN CS
Return to Service Date: 07.06.1996
Due Triple Valve: 01.06.1991
Last Brake Cylinder: 30.12.1992
Last Lift: 07.12.1981

27.05.1990 Repair ‘HANDRAILS END’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 38 Y’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1990 Repair ‘STEP’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
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01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

23.02.1991 Repair ‘HANDRAILS END’.
23.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 38 Y’
13.03.1991 Repair ‘HANDRAILS’.
13.03.1991 Repair ‘HANDRAILS’.
13.03.1991 Repair ‘HANDRAILS END’.
13.03.1991 Repair ‘SIDE STEP’.
13.03.1991 Repair ‘STEP’.
13.03.1991 Repair ‘VEHICLE COMPLETE’.
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 38 Y’
13.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 38 Y’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.12.1992 Repair ‘BRAKE LEVER’.
30.12.1992 Repair ‘BRAKE PULL ROD’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1992 Repair ‘VEHICLE RETARE’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘WHEEL SET’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
23.06.1993 Repair ‘SIDE COMPLETE’.
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23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
01.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
14.07.1993 Repair ‘VEHICLE COMPLETE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

31.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
31.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 38 Y’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRANCH PIPE’.
18.01.1994 Repair ‘END FRAME MEMBER’.
18.01.1994 Repair ‘SIDE BEARER’.
18.01.1994 Repair ‘SIDE MEMBER’.
18.01.1994 Repair ‘STANCHION’.
18.01.1994 Repair ‘STANCHION’.
18.01.1994 Repair ‘TIMBER BEARER’.
18.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 38 Y’
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 38 Y’
17.02.1994 Repair ‘SIDE SILL’.
17.02.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 38 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 38 Y’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 44

Details: wagon ‘RKBX 44 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 12.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 31.07.1996
Due Triple Valve: 31.03.1989
Last Lift: 01.01.1985

27.05.1990 Repair ‘HANDRAILS’.
27.05.1990 Repair ‘HANDRAILS END’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 44 J’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Repair ‘TOP CENTRE PLATE’.
14.03.1991 Repair ‘VEHICLE RECLASSIFY’.
14.03.1991 Repair ‘VEHICLE RETARE’.
14.03.1991 Repair ‘VEHICLE STENCILS’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.06.1991 Repair ‘BRAKE LEVER’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
11.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 44 J’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 44 J’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘SIDE SHEET’.
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31.03.1992 Repair ‘STANCHION’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
08.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 44 J’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 44 J’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1992 Repair ‘BRAKE PULL ROD’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘VEHICLE RETARE’.
08.09.1992 Repair ‘VEHICLE STENCILS’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘SIDE BEARER’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘SIDE BEARER’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.
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03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1993 Repair ‘WHEEL SET’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BEARERS’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘STANCHION’.
12.10.1993 Repair ‘TIMBER BEARER’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 44 J’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 54

Details: wagon ‘RKBX 54 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.12.1970
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AOCX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 24.07.1996
Due Triple Valve: 31.12.1994
Last Brake Cylinder: 26.06.1992
Last Lift: 20.06.1986

23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS
AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

25.01.1991 Repair ‘HANDRAILS END’.
25.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 54 R’
10.02.1991 Repair ‘HANDRAILS’.
10.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 54 R’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.02.1991 Repair ‘DOOR COMPLETE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1991 Repair ‘VEHICLE RECLASSIFY’.
25.02.1991 Repair ‘VEHICLE RETARE’.
25.02.1991 Repair ‘VEHICLE STENCILS’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRANCH PIPE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘GRADE CONTROL VALVE’.
03.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1991 Repair ‘HANDRAILS END’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1992 Repair ‘SIDE BEARER’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
18.05.1993 Repair ‘GRADE CONTROL VALVE’.
18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Repair ‘VEHICLE RETARE’.
18.05.1993 Repair ‘VEHICLE STENCILS’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘VEHICLE STENCILS’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘EMPTY LOAD VALVE’.
17.09.1993 Repair ‘GRADE CONTROL VALVE’.
17.09.1993 Repair ‘STANCHION’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
13.10.1993 Repair ‘STANCHION’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 54 R’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘END BOARDS’.
10.11.1993 Repair ‘END FRAME MEMBER’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
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10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 54 R’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BRANCH PIPE’.
31.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
14.01.1994 Repair ‘STANCHION’.
14.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 54 R’
16.01.1994 Repair ‘STANCHION’.
16.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 54 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 54 R’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 57

Details: wagon ‘RKBX 57 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 14.01.1971
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: UU UZ AE CM CN CS
Return to Service Date: 28.12.1995
Due Triple Valve: 23.07.1992
Last Brake Cylinder: 23.07.1991
Last Single Car Test: 23.03.1993
Last Lift: 15.05.1987

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘DOOR LOCK MECHANISM’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘HANDRAILS END’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 57 V’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘DOOR OPENING MECHANISM’.
20.12.1989 Repair ‘DRAFT GEAR POCKET’.
20.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘HANDRAILS’.
20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1989 Repair ‘WEAR PLATES & SADDLES’.
20.12.1989 Repair ‘YOKE COMPLETE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.06.1990 Repair ‘DOOR OPENING MECHANISM’.
15.06.1990 Repair ‘END HOSE’.
15.06.1990 Repair ‘HANDRAILS END’.
15.06.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.01.1991 Repair ‘BOGIE COMPLETE’.
07.01.1991 Repair ‘BOGIE SPRING’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘VEHICLE COMPLETE’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘DOOR COMPLETE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Repair ‘VEHICLE RETARE’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE BLOCK RB95’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 57 V’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
31.01.1992 Repair ‘BRANCH PIPE’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
11.03.1992 Repair ‘EMPTY LOAD VALVE’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 57 V’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1992 Repair ‘BRAKE PULL ROD’.
29.09.1992 Repair ‘CENTRE SILL’.

12942



2.652. Wagon classification starting with ‘RKB’

29.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1992 Repair ‘SIDE BEARER’.
29.09.1992 Repair ‘YOKE COMPLETE’.
29.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 57 V’
02.10.1992 Repair ‘CENTRE SILL’.
02.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 57 V’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘VEHICLE RETARE’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Issued at location ‘Tailem bend’ with a previous code of wagon ‘AKBX 57 V’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
24.03.1993 Repair ‘GRADE CONTROL VALVE’.
24.03.1993 Repair ‘VEHICLE COMPLETE’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘TIMBER BEARER’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 57 V’
03.09.1993 Repair ‘YOKE CARRIER’.
03.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 57 V’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 57 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.
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(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 57 V’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 61

Details: wagon ‘RKBX 61 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 16.02.1995
Cont Max Slots: 2

13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ROBX 61 A’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘STEP’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 61 A’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.

12944



2.652. Wagon classification starting with ‘RKB’

23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 61 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 61 A’
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 61 A’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKBX 500

Details: wagon ‘RKBX 500 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 09.02.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UZ UU AE CM CN CS
Return to Service Date: 31.07.1996
Due Triple Valve: 02.11.1993
Last Brake Cylinder: 17.10.1990
Last Single Car Test: 27.07.1988
Last Lift: 31.10.1986

13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.04.1990 Repair ‘BRAKE PIN’.
13.04.1990 Repair ‘BRAKE PULL ROD’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1990 Repair ‘SIDE BEARER’.
17.10.1990 Repair ‘SIDE MEMBER’.
17.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS

AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘DOOR COMPLETE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Repair ‘VEHICLE RETARE’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
01.04.1991 Repair ‘BOGIE BEARERS’.
01.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 500 W’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘EMPTY LOAD VALVE’.
08.08.1991 Repair ‘GRADE CONTROL VALVE’.
08.08.1991 Repair ‘VEHICLE COMPLETE’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 500 W’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
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24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘SIDE BEARER’.
24.09.1991 Repair ‘WHEEL SET’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.10.1991 Repair ‘BRAKE LEVER’.
24.10.1991 Repair ‘BRAKE PIN’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE BEARERS’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘SIDE BEARER’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
07.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 500 W’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘BRAKE PULL ROD’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘WHEEL SET’.
12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
08.07.1992 Repair ‘BOGIE SPRING’.
08.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 500 W’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘VEHICLE RETARE’.
02.11.1992 Repair ‘VEHICLE STENCILS’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
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30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BEARERS’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘SIDE BEARER’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COUPLER COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘WEAR PLATES & SADDLES’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 500 W’
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE LEVER’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 500 W’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER COMPLETE’.
05.10.1993 Repair ‘STANCHION’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 500 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 500 W’
03.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 501

Details: wagon ‘RKBX 501 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 26.02.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 22.07.1996
Due Triple Valve: 12.06.1994
Last Brake Cylinder: 12.06.1993
Last Single Car Test: 15.05.1991
Last Lift: 22.12.1981

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.
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18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
03.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 501 X’
15.08.1990 Repair ‘END HOSE’.
15.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 501 X’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘WHEEL SET’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BRAKE BLOCK RB95’.
14.05.1991 Repair ‘BRAKE PULL ROD’.
14.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 501 X’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘SIDE BEARER’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
03.04.1992 Repair ‘HANDRAILS’.
03.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 501 X’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.
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02.06.1993 Repair ‘FLOOR SUPPORT’.
02.06.1993 Repair ‘TRANSOM’.
02.06.1993 Repair ‘VEHICLE COMPLETE’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
12.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.06.1993 Repair ‘EMPTY LOAD VALVE’.
12.06.1993 Repair ‘FLOOR SUPPORT’.
12.06.1993 Repair ‘GRADE CONTROL VALVE’.
12.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1993 Repair ‘VEHICLE RETARE’.
12.06.1993 Repair ‘VEHICLE STENCILS’.
12.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
23.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 501 X’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1993 Repair ‘STANCHION’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 501 X’
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘STANCHION’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
15.01.1994 Repair ‘STANCHION’.
15.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 501 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 501 X’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 501 X’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
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(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 503

Details: wagon ‘RKBX 503 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 01.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 03.09.1996
Due Triple Valve: 01.07.1992
Last Brake Cylinder: 01.07.1991
Last Single Car Test: 19.05.1992
Last Lift: 26.06.1980

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
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03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKBX 503 D’

05.01.1990 Repair ‘BOGIE COMPLETE’.
05.01.1990 Repair ‘VEHICLE COMPLETE’.
05.01.1990 Repair ‘VEHICLE STENCILS’.
05.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 503 D’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 503 D’
27.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 503 D’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘EMPTY LOAD VALVE’.
01.07.1991 Repair ‘END SILL’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Repair ‘RELAY VALVE’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 503 D’
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘SIDE BEARER’.
19.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 503 D’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 503 D’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘SIDE BEARER’.
30.12.1992 Repair ‘VEHICLE COMPLETE’.
30.12.1992 Repair ‘VEHICLE RETARE’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘EMPTY LOAD VALVE’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘SIDE BEARER’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
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25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Repair ‘YOKE COMPLETE’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 503 D’
04.08.1993 Repair ‘STEP’.
04.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 503 D’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘EMPTY LOAD VALVE’.
23.09.1993 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘STANCHION’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 503 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 503 D’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 506

Details: wagon ‘RKBX 506 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 09.02.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 17.11.1996
Due Triple Valve: 18.11.1993
Last Brake Cylinder: 14.06.1991
Last Single Car Test: 18.08.1989
Last Lift: 27.10.1982

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘BRAKE LEVER’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
18.08.1989 Repair ‘TRAIN PIPE’.
18.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 506 H’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘COUPLER COMPLETE’.
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28.08.1989 Repair ‘DOOR COMPLETE’.
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Repair ‘VEHICLE RECLASSIFY’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Repair ‘COUPLER COMPLETE’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘STEP’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
14.12.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
14.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 506 H’
16.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 506 H’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BODY COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 506 H’
11.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 506 H’
18.11.1991 Repair ‘HANDRAILS’.
18.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 506 H’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 506 H’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRAKE LEVER’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
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18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘VEHICLE RETARE’.
18.11.1992 Repair ‘VEHICLE STENCILS’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

09.04.1993 Repair ‘STEP’.
09.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 506 H’
20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY

STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘SIDE MEMBER’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘COUPLER KNUCKLE’.
12.07.1993 Repair ‘EMPTY LOAD VALVE’.
12.07.1993 Repair ‘GRADE CONTROL VALVE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 506 H’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 506 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 506 H’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 507

Details: wagon ‘RKBX 507 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 16.02.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: UU UZ AE CM CN CS
Return to Service Date: 16.07.1996
Due Triple Valve: 21.09.1993
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 12.06.1991
Last Lift: 10.04.1985

03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 507 Q’
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘VEHICLE STENCILS’.
06.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 507 Q’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRAKE PULL ROD’.
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02.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKBX 507 Q’

23.01.1991 Alteration complete ‘REMOVE DOORS FROM (4)NO.‘AOBX’ WAGONS
AND (12)NO.‘AOCX’ WAGONS, RECLASSIFY TO ‘AKBX’ CLASS. RETARE AND
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4565)’. New class: ‘AKBX’.

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.03.1991 Repair ‘DOOR COMPLETE’.
20.03.1991 Repair ‘VEHICLE RECLASSIFY’.
20.03.1991 Repair ‘VEHICLE RECLASSIFY’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
20.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKBX 507 Q’
20.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKBX 507 Q’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
05.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 507 Q’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 507 Q’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Repair ‘BRAKE PULL ROD’.
26.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

28.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 507 Q’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1992 Repair ‘BOGIE SPRING’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘WHEEL SET’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
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02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
08.07.1992 Repair ‘BOGIE SPRING’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
20.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
20.08.1992 Repair ‘VEHICLE RETARE’.
20.08.1992 Repair ‘VEHICLE STENCILS’.
20.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 507 Q’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BEARERS’.
27.08.1992 Repair ‘BRAKE BLOCK RB95’.
27.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1992 Repair ‘COUPLER COMPLETE’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘EMPTY LOAD VALVE’.
27.08.1992 Repair ‘GRADE CONTROL VALVE’.
27.08.1992 Repair ‘SIDE BEARER’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BRAKE BLOCK RB95’.
21.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘SIDE SILL’.
21.09.1992 Repair ‘STANCHION’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘WEAR PLATES & SADDLES’.
26.02.1993 Repair ‘YOKE CARRIER’.
26.02.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

09.04.1993 Repair ‘BOGIE SPRING’.
09.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 507 Q’
20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY

STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
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(RS4784)’.
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘DRAFT GEAR POCKET’.
12.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1993 Repair ‘YOKE CARRIER’.
12.05.1993 Repair ‘YOKE FOLLOWER’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘EMPTY LOAD VALVE’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
11.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
23.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 507 Q’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 507 Q’
12.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1993 Repair ‘STANCHION’.
12.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 507 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 507 Q’
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 507 Q’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
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FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 510

Details: wagon ‘RKBX 510 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 22.02.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 12.08.1996
Due Triple Valve: 13.09.1994
Last Triple Valve: 04.09.1992
Last Brake Cylinder: 13.09.1993
Last Single Car Test: 05.07.1991
Last Lift: 10.12.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
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RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRAKE PULL ROD’.
08.09.1989 Repair ‘SIDE BEARER’.
08.09.1989 Repair ‘SIDE COMPLETE’.
08.09.1989 Repair ‘SIDE COMPLETE’.
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘HANDRAILS END’.
27.09.1989 Repair ‘SIDE COMPLETE’.
27.09.1989 Repair ‘TRAIN PIPE (END)’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
12.10.1989 Repair ‘BOGIE COMPLETE’.
12.10.1989 Repair ‘VEHICLE COMPLETE’.
12.10.1989 Repair ‘VEHICLE STENCILS’.
12.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 510 H’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘TOP CENTRE PLATE’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
20.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘BRAKE LEVER’.
09.01.1990 Repair ‘BRAKE PULL ROD’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.01.1990 Repair ‘BRAKE LEVER’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘COUPLER KNUCKLE’.
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19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
19.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1990 Repair ‘STEP’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
27.06.1990 Alteration complete ‘REMOVE A 3 METRE SECTION OF SIDE WALL, TO

FLOOR, FROM MIDSECTION OF ‘AKBX’ WAGON (ONE WAGON ONLY TO BE
MODIFIED FOR TRIAL) (RS4512)’.

03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRANCH PIPE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
06.11.1990 Repair ‘HANDRAILS END’.
06.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 510 H’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BEARERS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘DRAFT GEAR POCKET’.
07.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1991 Repair ‘END BRAKE COCK’.
07.05.1991 Repair ‘END HOSE’.
07.05.1991 Repair ‘HANDRAILS END’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘STEP’.
07.05.1991 Repair ‘TOP CENTRE PLATE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Repair ‘TRAIN PIPE’.
07.05.1991 Repair ‘YOKE COMPLETE’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRANCH PIPE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 510 H’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKBX 510 H’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BRANCH PIPE’.
24.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1991 Repair ‘RELAY VALVE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.10.1991 Repair ‘BRAKE LEVER’.
24.10.1991 Repair ‘BRAKE PIN’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘EMPTY LOAD VALVE’.
24.10.1991 Repair ‘GRADE CONTROL VALVE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BODY COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 510 H’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BRAKE BLOCK OTHER’.
14.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.06.1992 Repair ‘BRAKE LEVER’.
17.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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30.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 510 H’
27.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1992 Repair ‘BRAKE PULL ROD’.
27.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘EMPTY LOAD VALVE’.
27.08.1992 Repair ‘GRADE CONTROL VALVE’.
27.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.08.1992 Repair ‘VEHICLE RETARE’.
27.08.1992 Repair ‘VEHICLE STENCILS’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
04.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
14.09.1992 Repair ‘VEHICLE COMPLETE’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH
180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.08.1993 Repair ‘STANCHION’.
16.08.1993 Repair ‘TIMBER BEARER’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
23.08.1993 Repair ‘SIDE MEMBER’.
23.08.1993 Repair ‘YOKE CARRIER’.
23.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 510 H’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
27.08.1993 Repair ‘GRADE CONTROL VALVE’.
27.08.1993 Repair ‘STANCHION’.
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘STANCHION’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BRANCH PIPE’.
31.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 510 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 510 H’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 510 H’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

07.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 511

Details: wagon ‘RKBX 511 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 01.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 01.08.1996
Due Triple Valve: 03.07.1991
Last Brake Cylinder: 13.02.1989
Last Single Car Test: 07.06.1989
Last Lift: 29.03.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.
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04.12.1989 Repair ‘HANDRAILS END’.
04.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 511 Q’
15.03.1990 Repair ‘HANDRAILS’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 511 Q’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BRAKE LEVER’.
28.08.1990 Repair ‘TRAIN PIPE (END)’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
25.09.1990 Repair ‘HANDRAILS’.
25.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 511 Q’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘VEHICLE COMPLETE’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 511 Q’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘SIDE COMPLETE’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARINGS’.
05.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘GRADE CONTROL VALVE’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
05.11.1992 Repair ‘VEHICLE RETARE’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BRAKE CONTROL PIPE’.
12.07.1993 Repair ‘COUPLER KNUCKLE’.
12.07.1993 Repair ‘EMPTY LOAD VALVE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 511 Q’
29.07.1993 Repair ‘STANCHION’.
29.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 511 Q’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE SPRING’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘VEHICLE COMPLETE’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘WEAR PLATES & SADDLES’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘CENTRE SILL’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1993 Repair ‘WEAR PLATES & SADDLES’.
18.11.1993 Repair ‘YOKE COMPLETE’.
18.11.1993 Repair ‘YOKE FOLLOWER’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
12.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 511 Q’
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16.01.1994 Repair ‘COUPLER KNUCKLE’.
16.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 511 Q’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 511 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 511 Q’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 511 Q’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 513

Details: wagon ‘RKBX 513 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 03.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
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BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 30.11.1995
Last Brake Cylinder: 22.03.1991
Last Single Car Test: 01.12.1989
Last Lift: 05.02.1980

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1989 Repair ‘END BRAKE COCK’.
18.07.1989 Repair ‘STEP’.
18.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 513 L’
22.11.1989 Repair ‘DOOR COMPLETE’.
22.11.1989 Repair ‘VEHICLE COMPLETE’.
22.11.1989 Repair ‘VEHICLE LOAD CAPACITY’.
22.11.1989 Repair ‘VEHICLE RECLASSIFY’.
22.11.1989 Repair ‘VEHICLE RETARE’.
22.11.1989 Repair ‘VEHICLE STENCILS’.
22.11.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 513 L’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Repair ‘BRAKE LEVER’.
27.11.1989 Repair ‘BRAKE PULL ROD’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 513 L’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Repair ‘BRAKE PULL ROD’.
09.02.1990 Repair ‘COUPLER KNUCKLE’.
09.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRANCH PIPE’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Repair ‘VEHICLE RETARE’.
21.12.1992 Repair ‘VEHICLE STENCILS’.
21.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘EMPTY LOAD VALVE’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

13.07.1993 Repair ‘YOKE CARRIER’.
13.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 513 L’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 513 L’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1993 Repair ‘BRAKE BLOCK RB101’.
27.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘STANCHION’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1993 Repair ‘BRAKE PIN’.
22.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
05.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 513 L’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘BRAKE LEVER’.
18.10.1993 Repair ‘BRAKE PULL ROD’.
18.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
12.01.1994 Repair ‘BRAKE LEVER’.
12.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 513 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 513 L’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
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04.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 514

Details: wagon ‘RKBX 514 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 09.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 18.10.1996
Due Triple Valve: 03.11.1993
Last Triple Valve: 14.10.1988
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 15.05.1991
Last Lift: 05.09.1986

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.
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18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Repair ‘BRAKE PULL ROD’.
28.06.1990 Repair ‘TRAIN PIPE (END)’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 514 U’
04.07.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘VEHICLE STENCILS’.
04.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 514 U’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 514 U’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BRAKE BLOCK RB95’.
14.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 514 U’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
01.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 514 U’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE BLOCK RB95’.
13.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1991 Repair ‘VEHICLE COMPLETE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BRAKE BLOCK RB95’.
02.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘EMPTY LOAD VALVE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
01.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.02.1992 Repair ‘VEHICLE COMPLETE’.
01.02.1992 Repair ‘VEHICLE COMPLETE’.
01.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Repair ‘BRAKE PULL ROD’.
05.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 514 U’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘BRAKE LEVER’.
26.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
01.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.06.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 514 U’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE LEVER’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘EMPTY LOAD VALVE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.09.1992 Repair ‘VEHICLE RETARE’.
04.09.1992 Repair ‘VEHICLE STENCILS’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘BRAKE PULL ROD’.
23.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘EMPTY LOAD VALVE’.
23.09.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE SPRING’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2

PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

25.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 514 U’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

05.09.1993 Repair ‘STEP’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 514 U’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘STANCHION’.
23.09.1993 Repair ‘TIMBER BEARER’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
07.10.1993 Repair ‘STANCHION’.
07.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 514 U’
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1993 Repair ‘COUPLER KNUCKLE’.
13.11.1993 Repair ‘TIMBER BEARER’.
13.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE STABILISORS’.
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28.01.1994 Repair ‘STANCHION’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 514 U’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 514 U’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 514 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 514 U’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 514 U’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 515

Details: wagon ‘RKBX 515 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 17.03.1965
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 18.12.1995
Last Triple Valve: 29.07.1993
Last Brake Cylinder: 30.06.1992
Last Lift: 14.03.1983

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
11.09.1991 Repair ‘VEHICLE COMPLETE’.
11.09.1991 Repair ‘VEHICLE STENCILS’.
11.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 515 G’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRAKE PIN’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 515 G’
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 515 G’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
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EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRANCH PIPE’.
04.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
07.11.1992 Repair ‘STEP’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 515 G’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Repair ‘YOKE CARRIER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 515 G’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘STANCHION’.
28.07.1993 Repair ‘VEHICLE RETARE’.
28.07.1993 Repair ‘VEHICLE STENCILS’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 515 G’
05.09.1993 Repair ‘STEP’.
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05.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 515 G’
30.09.1993 Repair ‘STANCHION’.
30.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 515 G’
12.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 515 G’
16.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
16.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 515 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKBX 515 G’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 516

Details: wagon ‘RKBX 516 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 19.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 08.05.1996
Due Triple Valve: 06.01.1995
Last Brake Cylinder: 25.09.1992
Last Single Car Test: 07.05.1991
Last Lift: 30.06.1983

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 516 P’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘DRAFT GEAR POCKET’.
26.10.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1989 Repair ‘SIDE BEARER’.
26.10.1989 Repair ‘TOP CENTRE PLATE’.
26.10.1989 Repair ‘YOKE CARRIER’.
26.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 516 P’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘DRAFT GEAR POCKET’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Repair ‘TRAIN PIPE’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
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27.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE LEVER’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘STEP’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
27.06.1990 Alteration complete ‘REMOVE A 3 METRE SECTION OF SIDE WALL, TO

FLOOR, FROM MIDSECTION OF ‘AKBX’ WAGON (ONE WAGON ONLY TO BE
MODIFIED FOR TRIAL) (RS4512)’.

30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Repair ‘BRAKE PULL ROD’.
30.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB95’.
22.10.1990 Repair ‘BRAKE PIN’.
22.10.1990 Repair ‘BRAKE PULL ROD’.
22.10.1990 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
15.11.1990 Repair ‘SIDE SHEET’.
15.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 516 P’
26.11.1990 Repair ‘BODY COMPLETE’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 516 P’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 516 P’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKBX 516 P’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE LEVER’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
26.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘EMPTY LOAD VALVE’.
25.02.1992 Repair ‘GRADE CONTROL VALVE’.
25.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘TOP CENTRE PLATE’.
25.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

23.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.07.1992 Repair ‘SIDE MEMBER’.
23.07.1992 Repair ‘VEHICLE RETARE’.
23.07.1992 Repair ‘VEHICLE STENCILS’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
25.09.1992 Repair ‘BRAKE LEVER’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH
180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘STANCHION’.
16.08.1993 Repair ‘TIMBER BEARER’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
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27.09.1993 Repair ‘YOKE CARRIER’.
27.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 516 P’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘SIDE BEARER’.
20.10.1993 Repair ‘STANCHION’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
31.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
31.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 516 P’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BEARERS’.
23.11.1993 Repair ‘BRANCH PIPE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘STANCHION’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 516 P’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 517

Details: wagon ‘RKBX 517 S’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 25.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 31.07.1996
Due Triple Valve: 01.05.1991
Last Brake Cylinder: 06.07.1993
Last Single Car Test: 24.03.1992
Last Lift: 05.03.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

16.03.1990 Repair ‘HANDRAILS’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 517 B’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1990 Repair ‘BRANCH PIPE’.
01.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘COUPLER COMPLETE’.
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17.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.04.1991 Repair ‘TOP CENTRE PLATE’.
17.04.1991 Repair ‘YOKE CARRIER’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 517 B’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 517 B’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 517 B’
08.07.1991 Repair ‘VEHICLE COMPLETE’.
08.07.1991 Repair ‘VEHICLE STENCILS’.
08.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 517 B’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 517 B’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Repair ‘VEHICLE RETARE’.
03.06.1993 Repair ‘VEHICLE STENCILS’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘GRADE CONTROL VALVE’.
06.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
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06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘TIMBER BEARER’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 517 B’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘EMPTY LOAD VALVE’.
17.09.1993 Repair ‘GRADE CONTROL VALVE’.
17.09.1993 Repair ‘STANCHION’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘WHEEL SET’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
15.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 517 B’
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 517 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 517 B’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 518

Details: wagon ‘RKBX 518 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 07.04.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 18.03.1996
Due Triple Valve: 07.06.1989
Last Brake Cylinder: 13.07.1989
Last Single Car Test: 06.07.1990
Last Lift: 17.12.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER COMPLETE’.
12.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.07.1989 Repair ‘DRAFT GEAR POCKET’.
12.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Repair ‘STEP’.
12.07.1989 Repair ‘STRIKING CASTING’.
12.07.1989 Repair ‘TRAIN PIPE (END)’.
12.07.1989 Repair ‘TRAIN PIPE’.
12.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1989 Repair ‘WEAR PLATES & SADDLES’.
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12.07.1989 Repair ‘YOKE CARRIER’.
12.07.1989 Repair ‘YOKE COMPLETE’.
12.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 518 K’
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 518 K’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.07.1990 Repair ‘END BRAKE COCK’.
06.07.1990 Repair ‘HANDRAILS END’.
06.07.1990 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘TRAIN PIPE’.
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 518 K’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 518 K’
03.08.1991 Repair ‘HANDRAILS END’.
03.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 518 K’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘HANDBRAKE HANDLE’.
07.04.1992 Repair ‘HANDRAILS END’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 518 K’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘VEHICLE RETARE’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 518 K’
09.09.1992 Repair ‘WHEEL SET’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 518 K’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.
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20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

02.07.1993 Repair ‘HANDRAILS’.
02.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 518 K’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘TIMBER BEARER’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 518 K’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 518 K’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘SIDE BEARER’.
13.09.1993 Repair ‘STANCHION’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 518 K’
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 518 K’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 518 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 518 K’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 519

Details: wagon ‘RKBX 519 N’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 31.03.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 17.12.1995
Due Triple Valve: 12.09.1994
Last Triple Valve: 11.07.1988
Last Brake Cylinder: 11.07.1988
Last Single Car Test: 11.07.1988
Last Lift: 24.06.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

30.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 519 T’
03.01.1991 Repair ‘CENTRE SILL’.
03.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 519 T’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘DRAFT GEAR POCKET’.
20.09.1991 Repair ‘END COMPLETE’.
20.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 519 T’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
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EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 519 T’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 519 T’
12.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.09.1993 Repair ‘STANCHION’.
12.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 519 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 519 T’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 521

Details: wagon ‘RKBX 521 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 25.05.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 06.08.1995
Due Triple Valve: 18.10.1992
Last Brake Cylinder: 18.10.1991
Last Single Car Test: 21.04.1993
Last Lift: 29.09.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

09.08.1991 Repair ‘HOSE FITTINGS’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKBX 521 B’
09.10.1991 Repair ‘STEP’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 521 B’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE BEARERS’.
18.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.10.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘EMPTY LOAD VALVE’.
18.10.1991 Repair ‘GRADE CONTROL VALVE’.
18.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1991 Repair ‘SIDE BEARER’.
18.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 521 B’
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07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR
BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘BRAKE PULL ROD’.
17.04.1993 Repair ‘BRANCH PIPE’.
17.04.1993 Repair ‘EMPTY LOAD VALVE’.
17.04.1993 Repair ‘SIDE BEARER’.
17.04.1993 Repair ‘STANCHION’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 521 B’
20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2

PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Repair ‘VEHICLE LOAD CAPACITY’.
29.06.1993 Repair ‘WHEEL SET’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 521 B’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘WHEEL SET’.
03.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 521 B’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

28.08.1993 Repair ‘STEP’.
28.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 521 B’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Repair ‘EMPTY LOAD VALVE’.
15.10.1993 Repair ‘GRADE CONTROL VALVE’.
15.10.1993 Repair ‘STANCHION’.
15.10.1993 Repair ‘TIMBER BEARER’.
15.10.1993 Repair ‘WHEEL SET’.
15.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 521 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.
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(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 521 B’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKBX 522

Details: wagon ‘RKBX 522 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 26.05.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UU UZ CM CN CS
Return to Service Date: 28.07.1995
Due Triple Valve: 06.10.1994
Last Brake Cylinder: 06.10.1993
Last Single Car Test: 05.08.1991
Last Lift: 06.08.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
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RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘CENTRE SILL’.
21.11.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 522 K’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘BRAKE PULL ROD’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 522 K’
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 522 K’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 522 K’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 522 K’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
11.10.1991 Repair ‘GRADE CONTROL VALVE’.
11.10.1991 Repair ‘RELAY VALVE’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 522 K’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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06.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

07.07.1992 Repair ‘STANCHION’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 522 K’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BEARINGS’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.02.1993 Repair ‘EMPTY LOAD VALVE’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘VEHICLE RETARE’.
02.02.1993 Repair ‘VEHICLE STENCILS’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BRAKE BLOCK RB101’.
03.06.1993 Repair ‘BRAKE BLOCK RB95’.
03.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1993 Repair ‘BRAKE PULL ROD’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH
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180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 522 K’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE PULL ROD’.
06.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.10.1993 Repair ‘COUPLER COMPLETE’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘EMPTY LOAD VALVE’.
06.10.1993 Repair ‘GRADE CONTROL VALVE’.
06.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1993 Repair ‘STANCHION’.
06.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1993 Repair ‘WEAR PLATES & SADDLES’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘SIDE MEMBER’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘EMPTY LOAD VALVE’.
01.01.1994 Repair ‘GRADE CONTROL VALVE’.
01.01.1994 Repair ‘WHEEL SET’.
01.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
22.01.1994 Repair ‘STEP’.
22.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 522 K’
28.01.1994 Repair ‘WEAR PLATES & SADDLES’.
28.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 522 K’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 522 K’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 522 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 522 K’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
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24.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKBX 523

Details: wagon ‘RKBX 523 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 09.06.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 04.11.1995
Due Triple Valve: 30.12.1993
Last Triple Valve: 15.10.1988
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 07.05.1991
Last Lift: 17.06.1981

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
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PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE PULL ROD’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 523 T’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 523 T’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘SIDE MEMBER’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

20.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
20.08.1992 Repair ‘VEHICLE RETARE’.
20.08.1992 Repair ‘VEHICLE STENCILS’.
20.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
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30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

30.03.1993 Repair ‘STEP’.
30.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 523 T’
20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY

STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
18.05.1993 Repair ‘GRADE CONTROL VALVE’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘EMPTY LOAD VALVE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘EMPTY LOAD VALVE’.
17.09.1993 Repair ‘GRADE CONTROL VALVE’.
17.09.1993 Repair ‘STANCHION’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
27.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1993 Repair ‘YOKE CARRIER’.
27.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
13.11.1993 Repair ‘YOKE CARRIER’.
13.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
24.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
28.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 523 T’
28.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
25.01.1994 Repair ‘STANCHION’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 523 T’
28.01.1994 Repair ‘STANCHION’.
28.01.1994 Repair ‘STANCHION’.
28.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 523 T’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 523 T’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 523 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 523 T’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
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RKBX 524

Details: wagon ‘RKBX 524 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 11.06.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 13.12.1995
Due Triple Valve: 16.11.1991
Last Triple Valve: 11.08.1988
Last Brake Cylinder: 21.09.1993
Last Single Car Test: 18.07.1989
Last Lift: 08.03.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 524 F’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
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16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘BRANCH PIPE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

29.05.1992 Repair ‘BOGIE BEARERS’.
29.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 524 F’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
09.08.1992 Repair ‘COUPLER COMPLETE’.
09.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1992 Repair ‘VEHICLE RETARE’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘END HOSE’.
24.11.1992 Repair ‘TRAIN PIPE (END)’.
24.11.1992 Repair ‘WEAR PLATES & SADDLES’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘TIMBER BEARER’.
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15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 524 F’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.01.1994 Repair ‘BRAKE CONTROL PIPE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 524 F’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 525

Details: wagon ‘RKBX 525 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 22.06.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 04.07.1996
Due Triple Valve: 05.10.1991
Last Brake Cylinder: 05.10.1990
Last Single Car Test: 26.10.1993
Last Lift: 13.07.1981

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

18.08.1990 Repair ‘STEP’.
18.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 525 Y’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘BRAKE PULL ROD’.
05.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRAKE PULL ROD’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
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23.02.1991 Repair ‘END BRAKE COCK’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
06.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 525 Y’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRANCH PIPE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
30.08.1992 Repair ‘HANDRAILS END’.
30.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 525 Y’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BRAKE LEVER’.
07.10.1992 Repair ‘BRANCH PIPE’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘VEHICLE RETARE’.
07.10.1992 Repair ‘VEHICLE STENCILS’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

01.10.1993 Repair ‘VEHICLE COMPLETE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘END COMPLETE’.
26.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 525 Y’
11.03.1994 Repair ‘STANCHION’.
11.03.1994 Repair ‘TIMBER BEARER’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 525 Y’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.
(NRC010)’. New class: ‘RKBX’.

29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 525 Y’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 525 Y’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 526

Details: wagon ‘RKBX 526 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 30.06.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI
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Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 22.07.1996
Due Triple Valve: 27.06.1989
Last Brake Cylinder: 27.06.1988
Last Lift: 09.03.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 526 A’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 526 A’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 526 A’
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 526 A’
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 526 A’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 526 A’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BEARERS’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘SIDE BEARER’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 526 A’

13011



2. TIMS GROUP INFORMATION - WAGONS

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

03.07.1993 Repair ‘STEP’.
03.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 526 A’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 526 A’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 526 A’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Repair ‘VEHICLE RETARE’.
21.09.1993 Repair ‘VEHICLE STENCILS’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 526 A’
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 526 A’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 526 A’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 526 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 526 A’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 530

Details: wagon ‘RKBX 530 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 02.08.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 09.08.1996
Due Triple Valve: 14.06.1992
Last Triple Valve: 31.01.1989
Last Brake Cylinder: 14.06.1991
Last Single Car Test: 12.12.1988
Last Lift: 02.09.1977

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.
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25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.07.1989 Repair ‘HANDRAILS’.
25.07.1989 Repair ‘HANDRAILS END’.
25.07.1989 Repair ‘SIDE BEARER’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
29.04.1990 Repair ‘HANDRAILS END’.
29.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 530 A’
08.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 530 A’
30.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 530 A’
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 530 A’
14.01.1991 Repair ‘HANDRAILS’.
14.01.1991 Repair ‘HANDRAILS END’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
01.05.1991 Repair ‘TOP CENTRE PLATE’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 530 A’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.06.1991 Repair ‘DRAFT GEAR POCKET’.
14.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Repair ‘WEAR PLATES & SADDLES’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘STANCHION’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
04.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 530 A’
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 530 A’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1992 Repair ‘VEHICLE RETARE’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 530 A’
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 530 A’
12.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1993 Repair ‘STANCHION’.
12.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 530 A’
19.09.1993 Repair ‘STEP’.
19.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 530 A’
19.03.1994 Repair ‘BRANCH PIPE’.
19.03.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AKBX 530 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 530 A’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
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11.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 533

Details: wagon ‘RKBX 533 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 21.08.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 24.08.1996
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 08.05.1992
Last Single Car Test: 27.10.1988
Last Lift: 02.12.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
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ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

18.11.1989 Repair ‘HANDRAILS END’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 533 E’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.05.1992 Repair ‘COUPLER COMPLETE’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
29.05.1992 Repair ‘BOGIE BEARERS’.
29.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 533 E’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BEARINGS’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘END FRAME MEMBER’.
21.09.1992 Repair ‘STEP’.
21.09.1992 Repair ‘VEHICLE RETARE’.
21.09.1992 Repair ‘VEHICLE STENCILS’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘VEHICLE STENCILS’.
02.03.1993 Repair ‘WHEEL SET’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
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THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘TIMBER BEARER’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 533 E’
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRANCH PIPE’.
17.08.1993 Repair ‘CENTRE SILL’.
17.08.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AKBX 533 E’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1993 Repair ‘BRANCH PIPE’.
06.10.1993 Repair ‘COUPLER COMPLETE’.
06.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1993 Repair ‘EMPTY LOAD VALVE’.
06.10.1993 Repair ‘GRADE CONTROL VALVE’.
06.10.1993 Repair ‘STANCHION’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 533 E’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 533 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 533 E’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
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06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 535

Details: wagon ‘RKBX 535 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 20.08.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UU CM CN CS
Return to Service Date: 26.06.1996
Due Triple Valve: 25.03.1994
Last Triple Valve: 08.07.1988
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 06.09.1993
Last Lift: 29.11.1984

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’
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18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

05.07.1990 Repair ‘HANDRAILS END’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 535 W’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘ISOLATING COCK’.
20.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 535 W’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BRAKE BLOCK RB95’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘SIDE BEARER’.
19.10.1990 Repair ‘STEP’.
19.10.1990 Repair ‘TRAIN PIPE (END)’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 535 W’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.04.1991 Repair ‘SIDE BEARER’.
10.04.1991 Repair ‘TOP CENTRE PLATE’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 535 W’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

05.06.1992 Repair ‘SIDE STEP’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 535 W’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE BLOCK RB95’.
25.06.1992 Repair ‘BRAKE LEVER’.
25.06.1992 Repair ‘BRANCH PIPE’.
25.06.1992 Repair ‘TRAIN PIPE (END)’.
25.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 535 W’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1992 Repair ‘EMPTY LOAD VALVE’.
26.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Repair ‘VEHICLE RETARE’.
26.08.1992 Repair ‘VEHICLE STENCILS’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1992 Repair ‘BRAKE BLOCK RB95’.
20.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.12.1992 Repair ‘COUPLER KNUCKLE’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
16.07.1993 Alteration ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH 180 PFC

STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL. (RS4806)’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 535 W’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AKBX 535 W’
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27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 535 W’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 535 W’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 538

Details: wagon ‘RKBX 538 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 02.09.1965
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 14.12.1995
Due Triple Valve: 26.02.1994
Last Brake Cylinder: 15.07.1988
Last Single Car Test: 16.12.1991
Last Lift: 01.05.1985

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 538 D’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BEARINGS’.
20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘BRAKE CONTROL PIPE’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘SIDE MEMBER’.
20.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BRANCH PIPE’.
01.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘BRAKE CONTROL PIPE’.
09.12.1991 Repair ‘CARD OR CLIP HOLDER’.
09.12.1991 Repair ‘DRAFT GEAR POCKET’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Repair ‘WEAR PLATES & SADDLES’.
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09.12.1991 Repair ‘YOKE COMPLETE’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 538 D’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARERS’.
14.04.1992 Repair ‘SIDE BEARER’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
10.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 538 D’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘CARD OR CLIP HOLDER’.
26.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.02.1993 Repair ‘TRAIN PIPE’.
26.02.1993 Repair ‘VEHICLE RETARE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRANCH PIPE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 538 D’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘EMPTY LOAD VALVE’.
23.09.1993 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘STANCHION’.
23.09.1993 Repair ‘VEHICLE RETARE’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
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23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
20.10.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 538 D’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1993 Repair ‘EMPTY LOAD VALVE’.
18.11.1993 Repair ‘GRADE CONTROL VALVE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
11.12.1993 Repair ‘STANCHION’.
11.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 538 D’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘WHEEL SET’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 538 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 538 D’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 539

Details: wagon ‘RKBX 539 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 07.09.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 14.12.1995
Due Triple Valve: 05.09.1992
Last Brake Cylinder: 05.09.1991
Last Lift: 24.09.1981

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

16.03.1990 Repair ‘HANDRAILS’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 539 M’
25.02.1991 Repair ‘SIDE BEARER’.
25.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 539 M’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
05.09.1991 Repair ‘BRANCH PIPE’.
05.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 539 M’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
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25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH
180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

23.09.1993 Repair ‘COUPLER COMPLETE’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1993 Repair ‘EMPTY LOAD VALVE’.
23.09.1993 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘STANCHION’.
23.09.1993 Repair ‘TIMBER BEARER’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RETARE’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 539 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 539 M’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 539 M’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 540

Details: wagon ‘RKBX 540 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 11.09.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 16.08.1996
Due Triple Valve: 02.07.1992
Last Single Car Test: 16.12.1991
Last Lift: 28.06.1985

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

23.08.1989 Repair ‘HANDRAILS END’.
23.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 540 X’
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 540 X’
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE STENCILS’.
17.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 540 X’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘STEP’.
02.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 540 X’
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 540 X’
05.05.1991 Repair ‘SIDE BOARDS’.
05.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 540 X’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘END SHEETING’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 540 X’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BRANCH PIPE’.
12.12.1991 Repair ‘STRIKING CASTING’.
12.12.1991 Repair ‘TRAIN PIPE (END)’.
12.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 540 X’
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 540 X’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 540 X’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 540 X’
29.07.1993 Repair ‘STANCHION’.
29.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 540 X’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
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13.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 540 X’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 540 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 540 X’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 541

Details: wagon ‘RKBX 541 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 15.09.1965
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 29.02.1996
Due Triple Valve: 02.07.1994
Last Brake Cylinder: 02.07.1993
Last Single Car Test: 12.03.1991
Last Lift: 17.06.1985

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘BRAKE PULL ROD’.
10.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1990 Repair ‘HANDRAILS END’.
10.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1990 Repair ‘STEP’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
18.01.1991 Repair ‘BRAKE PULL ROD’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 541 R’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 541 R’
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘BRANCH PIPE’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘EMPTY LOAD VALVE’.
27.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
11.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 541 R’

13031



2. TIMS GROUP INFORMATION - WAGONS

22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 541 R’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BEARERS’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘END BRAKE COCK’.
27.08.1992 Repair ‘SIDE BEARER’.
27.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.08.1992 Repair ‘VEHICLE RETARE’.
27.08.1992 Repair ‘VEHICLE STENCILS’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Repair ‘COUPLER COMPLETE’.
17.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘EMPTY LOAD VALVE’.
17.06.1993 Repair ‘GRADE CONTROL VALVE’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘STANCHION’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 541 R’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.
(NRC010)’. New class: ‘RKBX’.

14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 541 R’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 542

Details: wagon ‘RKBX 542 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 20.09.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes
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Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 03.09.1996
Last Triple Valve: 06.04.1992
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 04.12.1991
Last Lift: 03.11.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration complete ‘(1) REPAIR BUTT WELDS ON BOTTOM
REINFORCEMENT PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON
WAGONS WHERE REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX
(RS4409)’.

06.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 542 D’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRAKE BLOCK RB95’.
28.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 542 D’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 542 D’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘COUPLER COMPLETE’.
28.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 542 D’
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 542 D’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1992 Repair ‘CENTRE SILL’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
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06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 542 D’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

23.06.1992 Repair ‘STEP’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 542 D’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BRANCH PIPE’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
18.05.1993 Repair ‘GRADE CONTROL VALVE’.
18.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1993 Repair ‘VEHICLE RETARE’.
18.05.1993 Repair ‘VEHICLE STENCILS’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 542 D’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘STANCHION’.
23.09.1993 Repair ‘TIMBER BEARER’.
23.09.1993 Repair ‘VEHICLE LOAD CAPACITY’.
23.09.1993 Repair ‘VEHICLE RETARE’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 542 D’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1994 Repair ‘STANCHION’.
24.01.1994 Repair ‘TIMBER BEARER’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 542 D’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 542 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
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14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 542 D’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 544

Details: wagon ‘RKBX 544 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 05.10.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 08.08.1996
Last Triple Valve: 08.11.1993
Last Brake Cylinder: 08.11.1993
Last Single Car Test: 08.11.1993
Last Lift: 04.01.1983
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22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration complete ‘(1) REPAIR BUTT WELDS ON BOTTOM
REINFORCEMENT PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON
WAGONS WHERE REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX
(RS4409)’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK OTHER’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘VEHICLE STENCILS’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 544 V’
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 544 V’
03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 544 V’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘CENTRE SILL’.
04.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘SIDE BEARER’.
04.06.1991 Repair ‘STEP’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 544 V’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Repair ‘WHEEL SET’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 544 V’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

05.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 544 V’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘HEADSTOCK’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 544 V’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
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30.07.1992 Repair ‘HANDRAILS END’.
30.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 544 V’
26.08.1992 Repair ‘STEP’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 544 V’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH
180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BODY COMPLETE’.
08.11.1993 Repair ‘BOGIE WEAR PLATES’.
08.11.1993 Repair ‘BRAKE PULL ROD’.
08.11.1993 Repair ‘BRANCH PIPE’.
08.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘END BRAKE COCK’.
08.11.1993 Repair ‘END COMPLETE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1993 Repair ‘SIDE STEP’.
08.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 544 V’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘STANCHION’.
15.11.1993 Repair ‘TIMBER BEARER’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 544 V’
26.01.1994 Repair ‘HANDRAILS END’.
26.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 544 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 544 V’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
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23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 545

Details: wagon ‘RKBX 545 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 07.10.1965
Operating System: AN
Intended Use: STEEL BULK
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE CN CM CS
Return to Service Date: 07.07.1996
Due Triple Valve: 30.12.1993
Last Brake Cylinder: 08.04.1991
Last Lift: 07.02.1983

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
28.05.1991 Repair ‘HANDRAILS END’.
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28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 545 H’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘VEHICLE COMPLETE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
21.08.1992 Repair ‘VEHICLE RETARE’.
21.08.1992 Repair ‘VEHICLE STENCILS’.
21.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 545 H’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
05.01.1993 Repair ‘BRANCH PIPE’.
05.01.1993 Issued at location ‘Keith’ with a previous code of wagon ‘AKBX 545 H’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRANCH PIPE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
24.02.1994 Repair ‘VEHICLE COMPLETE’.

13040



2.652. Wagon classification starting with ‘RKB’

24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 545 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 545 H’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 546

Details: wagon ‘RKBX 546 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 06.10.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 15.08.1996
Due Triple Valve: 24.04.1991
Last Brake Cylinder: 11.10.1990
Last Single Car Test: 19.05.1992
Last Lift: 01.08.1983
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22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

14.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 546 Q’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘EMPTY LOAD VALVE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘HANDRAILS END’.
24.04.1990 Repair ‘STEP’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER COMPLETE’.
11.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘WEAR PLATES & SADDLES’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
04.03.1992 Repair ‘HANDRAILS END’.
04.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 546 Q’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BRANCH PIPE’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘END BRAKE COCK’.
20.03.1992 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘WHEEL SET’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
27.03.1992 Repair ‘END BRAKE COCK’.
27.03.1992 Repair ‘TRAIN PIPE (END)’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 546 Q’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.
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08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 546 Q’
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘SIDE BEARER’.
19.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKBX 546 Q’
05.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 546 Q’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 546 Q’
07.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 546 Q’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 546 Q’
13.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 546 Q’
02.11.1993 Repair ‘STEP’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 546 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
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10.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 546 Q’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 546 Q’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 547

Details: wagon ‘RKBX 547 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 08.10.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 07.06.1996
Due Triple Valve: 01.02.1994
Last Brake Cylinder: 03.05.1991
Last Single Car Test: 04.03.1991
Last Lift: 27.01.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
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RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
25.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 547 C’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
01.03.1991 Repair ‘BRAKE PULL ROD’.
01.03.1991 Repair ‘DRAFT GEAR POCKET’.
01.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.03.1991 Repair ‘SIDE BEARER’.
01.03.1991 Repair ‘TOP CENTRE PLATE’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 547 C’
14.03.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘BRAKE PULL ROD’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

13045



2. TIMS GROUP INFORMATION - WAGONS

18.09.1991 Repair ‘HANDRAILS’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 547 C’
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 547 C’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE BLOCK RB95’.
13.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1991 Repair ‘VEHICLE COMPLETE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘EMPTY LOAD VALVE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 547 C’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 547 C’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE SPRING’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
01.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 547 C’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE LEVER’.
07.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.07.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 547 C’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 547 C’
21.08.1992 Repair ‘VEHICLE RETARE’.
21.08.1992 Repair ‘VEHICLE STENCILS’.
21.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 547 C’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1992 Repair ‘BRAKE BLOCK OTHER’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BRAKE BLOCK RB95’.
21.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.09.1992 Repair ‘EMPTY LOAD VALVE’.
21.09.1992 Repair ‘GRADE CONTROL VALVE’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BEARINGS’.
19.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1992 Repair ‘COUPLER KNUCKLE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.02.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.
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14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 547 C’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘STANCHION’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘EMPTY LOAD VALVE’.
17.09.1993 Repair ‘GRADE CONTROL VALVE’.
17.09.1993 Repair ‘STANCHION’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘SIDE BEARER’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 547 C’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 547 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 547 C’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

19.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 548

Details: wagon ‘RKBX 548 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 18.10.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 06.08.1995
Due Triple Valve: 30.12.1993
Last Brake Cylinder: 22.01.1991
Last Single Car Test: 04.12.1991
Last Lift: 12.01.1979

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
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Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRANCH PIPE’.
22.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1991 Repair ‘STANCHION’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘COUPLER COMPLETE’.
28.11.1991 Repair ‘END SHEETING’.
28.11.1991 Repair ‘SIDE BEARER’.
28.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 548 L’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BEARINGS’.
09.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
20.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
20.08.1992 Repair ‘VEHICLE RETARE’.
20.08.1992 Repair ‘VEHICLE STENCILS’.
20.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 548 L’
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04.11.1992 Repair ‘WHEEL SET’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 548 L’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.07.1993 Repair ‘EMPTY LOAD VALVE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

25.07.1993 Repair ‘BRANCH PIPE’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 548 L’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 548 L’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
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09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘STANCHION’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘SIDE SHEET’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘SIDE MEMBER’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 548 L’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKBX 549

Details: wagon ‘RKBX 549 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 20.10.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 01.02.1997
Due Triple Valve: 24.09.1994
Last Brake Cylinder: 24.09.1993
Last Single Car Test: 18.01.1990
Last Lift: 23.01.1981

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BRANCH PIPE’.
18.01.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 549 U’
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE STENCILS’.
23.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 549 U’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRANCH PIPE’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘ISOLATING COCK’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
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18.12.1990 Repair ‘WHEEL SET’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Repair ‘WHEEL SET’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘END HOSE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Repair ‘WHEEL SET’.
05.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 549 U’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘VEHICLE RETARE’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
14.01.1993 Repair ‘HANDRAILS END’.
14.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 549 U’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BRANCH PIPE’.
28.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
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28.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1993 Repair ‘VEHICLE STENCILS’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘VEHICLE RETARE’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Repair ‘YOKE CARRIER’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 549 U’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1993 Repair ‘STANCHION’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 549 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 549 U’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
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06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.

RKBX 551

Details: wagon ‘RKBX 551 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 28.10.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 14.10.1996
Due Triple Valve: 07.03.1992
Last Brake Cylinder: 07.03.1991
Last Single Car Test: 20.03.1989
Last Lift: 01.03.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration complete ‘(1) REPAIR BUTT WELDS ON BOTTOM
REINFORCEMENT PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON
WAGONS WHERE REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX
(RS4409)’.

07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

13056



2.652. Wagon classification starting with ‘RKB’

07.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
07.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1991 Repair ‘STEP’.
07.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘WEAR PLATES & SADDLES’.
22.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘CENTRE SILL’.
27.05.1991 Repair ‘COUPLER KNUCKLE’.
27.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1991 Repair ‘WEAR PLATES & SADDLES’.
27.05.1991 Repair ‘YOKE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

09.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 551 C’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
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(RS4784)’.
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 551 C’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘STANCHION’.
26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘DRAFT GEAR POCKET’.
08.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1993 Repair ‘EMPTY LOAD VALVE’.
08.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘WEAR PLATES & SADDLES’.
08.10.1993 Repair ‘YOKE CARRIER’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 551 C’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 551 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 551 C’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.
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RKBX 552

Details: wagon ‘RKBX 552 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 03.11.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 03.12.1995
Due Triple Valve: 24.01.1995
Last Brake Cylinder: 23.09.1993
Last Single Car Test: 16.03.1990
Last Lift: 18.03.1983

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 552 L’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Repair ‘TOP CENTRE PLATE’.
15.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 552 L’
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25.09.1990 Repair ‘HANDRAILS END’.
25.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 552 L’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.03.1991 Repair ‘HANDRAILS END’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
23.02.1992 Repair ‘STEP’.
23.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 552 L’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

27.08.1992 Repair ‘BRANCH PIPE’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 552 L’
27.08.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 552 L’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘COUPLER COMPLETE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘VEHICLE RETARE’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Repair ‘WEAR PLATES & SADDLES’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRANCH PIPE’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 552 L’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER COMPLETE’.
16.03.1993 Repair ‘COUPLER COMPLETE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
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STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRANCH PIPE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 552 L’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1993 Repair ‘STANCHION’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘SIDE BEARER’.
20.10.1993 Repair ‘VEHICLE COMPLETE’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘SIDE BEARER’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
29.12.1993 Repair ‘SIDE BEARER’.
29.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 552 L’
11.01.1994 Repair ‘BOGIE BEARERS’.
11.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 552 L’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
26.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 552 L’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 552 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 552 L’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 552 L’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 553

Details: wagon ‘RKBX 553 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 05.11.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CZ
Return to Service Date: 04.07.1996
Due Triple Valve: 03.03.1989
Last Brake Cylinder: 03.03.1988
Last Single Car Test: 03.03.1988
Last Lift: 28.11.1982
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22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 553 U’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

29.05.1992 Repair ‘BOGIE BEARERS’.
29.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 553 U’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 553 U’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
23.06.1992 Repair ‘STEP’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 553 U’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BEARERS’.
27.08.1992 Repair ‘COUPLER COMPLETE’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘SIDE BEARER’.
27.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.08.1992 Repair ‘VEHICLE RETARE’.
27.08.1992 Repair ‘VEHICLE STENCILS’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 553 U’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 553 U’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
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STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 553 U’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 553 U’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 553 U’
28.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 553 U’
12.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1993 Repair ‘STANCHION’.
12.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 553 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 553 U’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKBX 554

Details: wagon ‘RKBX 554 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 11.11.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 24.11.1995
Due Triple Valve: 24.06.1994
Last Brake Cylinder: 27.06.1991
Last Single Car Test: 02.03.1989
Last Lift: 12.03.1976

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

29.08.1989 Repair ‘STEP’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 554 G’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
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04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘TOP CENTRE PLATE’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘END COMPLETE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘WEAR PLATES & SADDLES’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 554 G’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

03.01.1993 Repair ‘STEP’.
03.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 554 G’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘HOSE FITTINGS’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘EMPTY LOAD VALVE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Repair ‘VEHICLE RETARE’.
02.07.1993 Repair ‘VEHICLE STENCILS’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

30.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 554 G’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BRANCH PIPE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
05.10.1993 Repair ‘BRANCH PIPE’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 554 G’
11.10.1993 Repair ‘BRANCH PIPE’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 554 G’
03.12.1993 Repair ‘BRANCH PIPE’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 554 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 554 G’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 558

Details: wagon ‘RKBX 558 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 26.11.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 06.05.1996
Due Triple Valve: 19.01.1994
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 19.01.1993
Last Lift: 23.09.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

30.08.1990 Repair ‘STEP’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 558 T’
08.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.04.1991 Repair ‘BRAKE LEVER’.
08.04.1991 Repair ‘BRAKE PULL ROD’.
08.04.1991 Repair ‘BRANCH PIPE’.
08.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.04.1991 Repair ‘COUPLER COMPLETE’.
08.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.04.1991 Repair ‘EMPTY LOAD VALVE’.
08.04.1991 Repair ‘GRADE CONTROL VALVE’.
08.04.1991 Repair ‘ISOLATING COCK’.
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08.04.1991 Repair ‘STEP’.
08.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 558 T’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.04.1991 Repair ‘NYLON HOSE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 558 T’
04.09.1991 Repair ‘STEP’.
04.09.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKBX 558 T’
02.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 558 T’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘WHEEL SET’.
26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 558 T’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKBX 558 T’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1993 Repair ‘SIDE COMPLETE’.
03.05.1993 Repair ‘VEHICLE RETARE’.
03.05.1993 Repair ‘VEHICLE STENCILS’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 558 T’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

24.08.1993 Repair ‘STEP’.
24.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 558 T’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘STANCHION’.
09.09.1993 Repair ‘TIMBER BEARER’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 558 T’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 558 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 558 T’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 559

Details: wagon ‘RKBX 559 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 01.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 20.11.1996
Due Triple Valve: 01.10.1994
Last Brake Cylinder: 30.11.1993
Last Single Car Test: 03.12.1991
Last Lift: 10.02.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 559 F’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRAKE PULL ROD’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘COUPLER COMPLETE’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 559 F’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
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05.03.1990 Repair ‘WHEEL SET’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
13.12.1990 Repair ‘STEP’.
13.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 559 F’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘END HOSE’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘BRAKE LEVER’.
25.11.1991 Repair ‘HANDRAILS END’.
25.11.1991 Repair ‘VEHICLE COMPLETE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 559 F’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘WHEEL SET’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1992 Repair ‘BRAKE LEVER’.
28.07.1992 Repair ‘VEHICLE RETARE’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
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25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘BRAKE LEVER’.
23.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘END HOSE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BRAKE BLOCK RB95’.
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07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AKBX 559 F’

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘STANCHION’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
01.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.10.1993 Repair ‘VEHICLE COMPLETE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE CYLINDER HOSE’.
30.11.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 559 F’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 559 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Belair’ with a previous code of wagon ‘AKBX 559 F’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 559 F’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
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RKBX 560

Details: wagon ‘RKBX 560 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 03.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 13.08.1996
Due Triple Valve: 04.03.1989
Last Brake Cylinder: 27.08.1991
Last Single Car Test: 02.09.1988
Last Lift: 04.07.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 560 B’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
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EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

30.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 560 B’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BEARERS’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘SIDE BEARER’.
27.08.1992 Repair ‘TRAIN PIPE’.
27.08.1992 Repair ‘VEHICLE LOAD CAPACITY’.
27.08.1992 Repair ‘VEHICLE RETARE’.
27.08.1992 Repair ‘VEHICLE STENCILS’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 560 B’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 560 B’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘COUPLER COMPLETE’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.06.1993 Repair ‘SIDE BEARER’.
17.06.1993 Repair ‘TOP CENTRE PLATE’.
17.06.1993 Repair ‘YOKE CARRIER’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 560 B’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 560 B’
16.07.1993 Alteration ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH 180 PFC

STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL. (RS4806)’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 560 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKBX 560 B’
23.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKBX 560 B’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 562

Details: wagon ‘RKBX 562 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 10.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 11.06.1996
Due Triple Valve: 16.01.1994
Last Brake Cylinder: 24.09.1993
Last Single Car Test: 26.07.1991
Last Lift: 04.03.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
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ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BRANCH PIPE’.
12.04.1991 Repair ‘COUPLER COMPLETE’.
12.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.04.1991 Repair ‘TRAIN PIPE’.
12.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 562 T’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘END SILL’.
29.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 562 T’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 562 T’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 562 T’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘GRADE CONTROL VALVE’.
18.12.1992 Repair ‘VEHICLE RETARE’.
18.12.1992 Repair ‘VEHICLE STENCILS’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
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18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1993 Repair ‘COUPLER KNUCKLE’.
16.01.1993 Repair ‘EMPTY LOAD VALVE’.
16.01.1993 Repair ‘GRADE CONTROL VALVE’.
16.01.1993 Repair ‘SIDE BEARER’.
16.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 562 T’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
13.04.1993 Repair ‘BRANCH PIPE’.
13.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY

STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘EMPTY LOAD VALVE’.
02.07.1993 Repair ‘END HOSE’.
02.07.1993 Repair ‘GRADE CONTROL VALVE’.
02.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘EMPTY LOAD VALVE’.
12.07.1993 Repair ‘GRADE CONTROL VALVE’.
12.07.1993 Repair ‘STANCHION’.
12.07.1993 Repair ‘TIMBER BEARER’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘END BRAKE COCK’.
24.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1993 Repair ‘STANCHION’.
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24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 562 T’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 562 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKBX 562 T’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 563

Details: wagon ‘RKBX 563 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 06.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 20.12.1995
Due Triple Valve: 16.06.1994
Last Brake Cylinder: 19.03.1993
Last Single Car Test: 22.07.1992
Last Lift: 04.11.1986

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

23.09.1990 Repair ‘HANDRAILS END’.
23.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘END BRAKE COCK’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘WEAR PLATES & SADDLES’.
11.10.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRAKE PULL ROD’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1991 Repair ‘WHEEL SET’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BEARERS’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘TOP CENTRE PLATE’.
26.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
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AKBX - ALL. (RS4687)’.
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
21.07.1992 Repair ‘BRANCH PIPE’.
21.07.1992 Repair ‘STEP’.
21.07.1992 Repair ‘TRAIN PIPE’.
21.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
21.07.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.07.1992 Repair ‘VEHICLE RETARE’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 563 F’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BEARINGS’.
25.11.1992 Repair ‘BRANCH PIPE’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘WHEEL SET’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1993 Repair ‘VEHICLE STENCILS’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BRAKE PULL ROD’.
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16.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘VEHICLE STENCILS’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘TIMBER BEARER’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
06.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 563 F’
12.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 563 F’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 563 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 563 F’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.

RKBX 564

Details: wagon ‘RKBX 564 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 20.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 02.02.1996
Due Triple Valve: 16.01.1991
Last Brake Cylinder: 27.05.1988
Last Lift: 21.07.1982

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

23.08.1989 Repair ‘HANDRAILS END’.
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23.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘STEP’.
16.01.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
14.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
20.06.1990 Repair ‘STEP’.
20.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
07.02.1991 Repair ‘STEP’.
07.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
20.02.1991 Repair ‘STEP’.
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
06.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 564 Y’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

28.08.1992 Repair ‘STEP’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
07.11.1992 Repair ‘BRAKE PULL ROD’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
16.12.1992 Repair ‘VEHICLE LOAD CAPACITY’.
16.12.1992 Repair ‘VEHICLE RETARE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

11.05.1993 Repair ‘STEP’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 564 Y’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

13085



2. TIMS GROUP INFORMATION - WAGONS

03.06.1993 Repair ‘COUPLER COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘END BRAKE COCK’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘TRAIN PIPE (END)’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
28.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 564 Y’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘COUPLER COMPLETE’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 564 Y’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 564 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 564 Y’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
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RKBX 565

Details: wagon ‘RKBX 565 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 22.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 13.08.1996
Due Triple Valve: 18.11.1993
Last Triple Valve: 11.10.1990
Last Brake Cylinder: 21.12.1992
Last Single Car Test: 23.05.1990
Last Lift: 09.09.1987

06.01.1989 Alteration complete ‘CONVERT 13 NO. ‘AOBX’ WAGONS - REMOVE
DOORS, RECLASSIFY TO ‘AKBX’. RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘.
CONVERT 1 NO. ‘AOVX’ WAGON - REMOVE DOORS, RECLASSIFY TO ‘AKBX’.
REMOVE INTERNAL LASHING BARS & ANY TARPAULIN SUPPORTS.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. AOBX 500, 501, 503, 504, 506 - 509, 512
- 515, 549. AOVX 565. (RS4373)’. New class: ‘AKBX’.

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

21.01.1990 Repair ‘HANDRAILS’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 565 A’
31.01.1990 Repair ‘HANDRAILS’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 565 A’
08.04.1990 Repair ‘END HOSE’.
08.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 565 A’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘SIDE BEARER’.

13087



2. TIMS GROUP INFORMATION - WAGONS

17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKBX 565 A’

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘STEP’.
11.10.1990 Repair ‘TOP CENTRE PLATE’.
11.10.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
06.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 565 A’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
13.02.1991 Repair ‘WEAR PLATES & SADDLES’.
13.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 565 A’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘HANDRAILS END’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 565 A’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

13.05.1992 Repair ‘HANDRAILS END’.
13.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 565 A’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1992 Repair ‘VEHICLE RETARE’.
18.11.1992 Repair ‘WHEEL SET’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
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01.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1992 Repair ‘STEP’.
21.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘SIDE BEARER’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRANCH PIPE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 565 A’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
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19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 565 A’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 566

Details: wagon ‘RKBX 566 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 25.12.1965
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 09.02.1996
Due Triple Valve: 28.06.1989
Last Single Car Test: 08.11.1991
Last Lift: 05.05.1987

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
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RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BODY COMPLETE’.
26.07.1991 Repair ‘BOGIE BEARERS’.
26.07.1991 Repair ‘BOGIE COMPLETE’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 566 J’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 566 J’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

08.04.1992 Repair ‘VEHICLE COMPLETE’.
08.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKBX 566 J’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 566 J’
16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING

CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration ‘MANUFACTURE AND ATTACH DOORWAY STAUNCHIONS (2
PER WAGON DOORWAY) AS PER DRAWING NO. W1-297. THIS ALTERATION
DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX. (RS4784)’.

28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BEARERS’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘CENTRE SILL’.
28.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1993 Repair ‘STEP’.
28.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKBX 566 J’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH
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180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘STANCHION’.
11.10.1993 Repair ‘TIMBER BEARER’.
11.10.1993 Repair ‘VEHICLE RETARE’.
11.10.1993 Repair ‘VEHICLE STENCILS’.
11.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 566 J’
09.02.1994 Repair ‘STANCHION’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 566 J’
09.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 566 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKBX 566 J’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.

RKBX 569

Details: wagon ‘RKBX 569 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
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Date Built: 17.02.1966
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKBX
BSG Code: FXKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CM CN CS
Return to Service Date: 06.01.1995
Due Triple Valve: 30.12.1993
Last Brake Cylinder: 03.05.1991
Last Lift: 17.11.1981

22.04.1988 Alteration complete ‘CONVERT 8 ‘AOVX’ WAGONS BY REMOVING
INTERNAL LASHING BARS , ANY TARPAULIN SUPPORTS, REMOVE DOORS ,
RETARE AND RECLASSIFY TO ‘AKBX’ AND RESTENCIL ‘FOR STEEL TRAFFIC
ONLY’ CONVERT 42 ‘AOBX’ WAGONS BY REMOVING THE DOORS AND
RECLASSIFY TO ‘AKBX (WAGONS STRENGTHENED TO ALT. FORM C-1884 ARE
PREFERED TO BE USED.) RE STENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4288)’.
Length Over Headstocks: ‘14m’. Tare Weight: ‘21.2tonne’. Current Gauge: ‘Broad’.
Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’. New class: ‘AKBX’.
Intended use: ‘STEEL BULK’. Capacity: ‘55T.’

18.04.1989 Alteration ‘(1) REPAIR BUTT WELDS ON BOTTOM REINFORCEMENT
PLATES OF CENTRE SILL. (2) WELD GUSSET PLATE ON WAGONS WHERE
REINFORCEMENT PLATE HAS A WIDTH VARIATION. AKBX (RS4409)’.

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1990 Repair ‘BRAKE PULL ROD’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘HANDRAILS’.
11.10.1990 Repair ‘HANDRAILS END’.
11.10.1990 Repair ‘STANCHION’.
11.10.1990 Repair ‘STEP’.
11.10.1990 Repair ‘TOP CENTRE PLATE’.
11.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.10.1990 Repair ‘WEAR PLATES & SADDLES’.
11.10.1990 Repair ‘WHEEL SET’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1991 Repair ‘COUPLER COMPLETE’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
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19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRANCH PIPE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘END SHEETING’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
04.09.1991 Repair ‘STEP’.
04.09.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKBX 569 N’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
06.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 569 N’
07.04.1992 Alteration ‘REMOVE TRANSFER LEVER & SUPPORT BRACKETS NEAR

BOGIES WHEN DAMAGE IS BEYOND REASONABLE REPAIR. WHEN REMOVED
EXTEND LENGTH OF PULLROD TO DRAWING A/7-C-7692 & C/7-C-7839.
AKBX - ALL. (RS4687)’.

16.06.1992 Alteration complete ‘RESTENCIL TARE TO 20.0T AND CARRYING
CAPACITY TO 60T ON ALL 76 NO. ‘AKBX’ STEEL WAGONS. (RS4708)’.

07.11.1992 Repair ‘HANDRAILS END’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKBX 569 N’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘VEHICLE RETARE’.
30.12.1992 Repair ‘VEHICLE STENCILS’.
30.12.1992 Repair ‘WEAR PLATES & SADDLES’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
30.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1993 Repair ‘COUPLER COMPLETE’.
30.01.1993 Repair ‘COUPLER KNUCKLE’.
30.01.1993 Repair ‘COUPLER KNUCKLE’.
30.01.1993 Repair ‘EMPTY LOAD VALVE’.
30.01.1993 Repair ‘GRADE CONTROL VALVE’.
30.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
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DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Alteration complete ‘MANUFACTURE AND ATTACH DOORWAY
STAUNCHIONS (2 PER WAGON DOORWAY) AS PER DRAWING NO. W1-297.
THIS ALTERATION DO BE DONE IN CONJUNCTION WITH RS4755. ALL AKBX.
(RS4784)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
16.07.1993 Alteration complete ‘REPLACE EXISTING 150 UC STAUNCHIONS WITH

180 PFC STAUNCHIONS AS PER DRAWING A1/W1-297 REV.A. AKBX ALL.
(RS4806)’.

20.07.1993 Repair ‘STANCHION’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 569 N’
20.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 569 N’
12.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1993 Repair ‘EMPTY LOAD VALVE’.
12.09.1993 Repair ‘STANCHION’.
12.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
22.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 569 N’
27.09.1993 Repair ‘BOGIE SPRING’.
27.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKBX 569 N’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKBX 569 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKBX’ STEEL WAGONS TO ‘RKBX‘.

(NRC010)’. New class: ‘RKBX’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 569 N’
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 569 N’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKBX 569 N’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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2.653 Wagon classification starting with ‘RKC’

RKCF 33443

Details: wagon ‘RKCF 33443 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOBX33443N—EX NKCF 33443 F
BSG Code: NSKI

Capacity of 58 tonnes

Fleet Grp Code: UZ UK CN AE
Return to Service Date: 04.12.1987

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKCF 33443 F’

RKCF 33456

Details: wagon ‘RKCF 33456 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOBX33456/NKCF33456R
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 04.12.1987
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04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKCF 33456 R’

RKCF 33596

Details: wagon ‘RKCF 33596 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKCF 33596 K
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: UZ UK CN AE
Return to Service Date: 05.06.1991

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKCF 33596 K’

RKCF 33598

Details: wagon ‘RKCF 33598 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOBX33598N/NKCF33598F
BSG Code: NSKI
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Capacity of 58 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 20.11.1990

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKCF 33598 F’

RKCF 33679

Details: wagon ‘RKCF 33679 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.5m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOBX 33679 N / NKCF 33679 F
BSG Code: NSKI

Capacity of 52 tonnes

Fleet Grp Code: UK UZ CN AE
Return to Service Date: 19.01.1989
Last Single Car Test: 19.12.1988

12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKCF 33679 F’

RKCX 1

Details: wagon ‘RKCX 1 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOVX 1Q/ VCVX 1 P/ RCVX 1 L
BSG Code: VXKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UC UZ CZ
Return to Service Date: 02.12.1996

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCVX 1 L’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1996 Repair ‘VEHICLE COMPLETE’.

RKCX 2

Details: wagon ‘RKCX 2 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
BSG Code: VXKI

Capacity of 47 tonnes

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 3

Details: wagon ‘RKCX 3 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOVX 3 L/ VCVX 3 K /RCVX 3 G
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CZ
Return to Service Date: 24.12.1988

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCVX 3 G’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 4

Details: wagon ‘RKCX 4 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL ONLY
Remarks: EX RCCX 4
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 01.07.1994

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 4 E’
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 5

Details: wagon ‘RKCX 5 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOVX5/VCVX5F
BSG Code: VXKI

Capacity of 53 tonnes

Fleet Grp Code: UZ UC AE
Return to Service Date: 13.05.1988

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 5 F’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 6

Details: wagon ‘RKCX 6 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOVX 6 / VCVX 6 Y
BSG Code: VXKI

Capacity of 53 tonnes

Fleet Grp Code: UC UZ AE CN
Return to Service Date: 04.12.1987

07.03.1995 Repair ‘VEHICLE RECLASSIFY’.
07.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 6 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 7

Details: wagon ‘RKCX 7 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCVX 7
BSG Code: VXKI

Capacity of 80 tonnes

Fleet Grp Code: UC UZ AE CZ

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCVX 7 T’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKCX 8

Details: wagon ‘RKCX 8 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX 8 B / VCCX 8 V / RCCX 8 R
BSG Code: VXKI

Capacity of 47 tonnes

Fleet Grp Code: UC UZ AE CN
Return to Service Date: 03.09.1991

16.06.1995 Repair ‘VEHICLE RECLASSIFY’.
16.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 8 R’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 9

Details: wagon ‘RKCX 9 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX9/VCCX9H / RCCX 9 D
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXKI
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Capacity of 47 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 06.03.1994
Last Brake Cylinder: 02.11.1988
Last Single Car Test: 02.11.1988

16.06.1995 Repair ‘VEHICLE RECLASSIFY’.
16.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 9 D’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 10

Details: wagon ‘RKCX 10 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 10
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXKI

Capacity of 47 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 28.03.1993

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 10 W’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 11

Details: wagon ‘RKCX 11 B’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCCX 11 M / RCCX 11 X
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 23.11.1994

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 11 X’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 14

Details: wagon ‘RKCX 14 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 14
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 14.04.1994
Due Triple Valve: 04.02.1989
Last Single Car Test: 25.10.1993
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08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 14 M’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 15

Details: wagon ‘RKCX 15 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX-15-V
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 10.11.1995

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 15 V’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.

RKCX 16

Details: wagon ‘RKCX 16 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
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Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCCX 16 L / RCCX 16 H
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 10.03.1994
Last Single Car Test: 22.07.1993

16.06.1995 Repair ‘VEHICLE RECLASSIFY’.
16.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 16 H’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 17

Details: wagon ‘RKCX 17 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCCX 17 U / RCCX 17 Q
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXKI

Capacity of 47 tonnes

Fleet Grp Code: AE UC UZ CN
Return to Service Date: 07.02.1995
Due Triple Valve: 04.02.1989
Last Single Car Test: 04.02.1988
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19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 17 Q’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 18

Details: wagon ‘RKCX 18 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 18 C
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 13.01.1994

05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 18 C’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 19

Details: wagon ‘RKCX 19 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950

13108



2.653. Wagon classification starting with ‘RKC’

Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCCX 19 P / RCCX 19 L
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 15.12.1994

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 19 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 20

Details: wagon ‘RKCX 20 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX 20 /VCCX 20 L /RCCX 20 H
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 25.03.1995

16.06.1995 Repair ‘VEHICLE RECLASSIFY’.
16.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 20 H’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKCX 22

Details: wagon ‘RKCX 22 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 22 C
BSG Code: VXKI

Capacity of 47 tonnes

Fleet Grp Code: UC UZ AE CN
Return to Service Date: 19.02.1995

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 22 C’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 23

Details: wagon ‘RKCX 23 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 18.09.1967
Operating System: AN
Intended Use: STEEL COIL
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Remarks: EX RCDX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 24.11.1994
Due Triple Valve: 18.03.1994
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 18.03.1993
Last Lift: 03.07.1986

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCDX 23 Y’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 24

Details: wagon ‘RKCX 24 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX24/VCCX24B/RCCX24U
BSG Code: VXKI

Capacity of 46 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 16.11.1994

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 24 U’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKCX 25

Details: wagon ‘RKCX 25 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 25
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 12.02.1995

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 25 G’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 26

Details: wagon ‘RKCX 26 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 26 P
BSG Code: VXKI
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Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 29.09.1993

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 26 P’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 29

Details: wagon ‘RKCX 29 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 29 T
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 06.01.1995
Last Single Car Test: 18.04.1991

05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 29 T’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 30

Details: wagon ‘RKCX 30 X’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 29.09.1967
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AKCX/RCDX30S
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 19.10.1994
Due Triple Valve: 30.11.1991
Last Triple Valve: 17.04.1990
Last Brake Cylinder: 17.04.1990
Last Single Car Test: 13.12.1993
Last Lift: 07.11.1986

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCDX 30 S’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 36

Details: wagon ‘RKCX 36 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 07.11.1967
Operating System: AN

13114



2.653. Wagon classification starting with ‘RKC’

Intended Use: STEEL COIL
Remarks: EX RCDX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 20.10.1994
Due Triple Valve: 25.01.1990
Last Single Car Test: 17.02.1991
Last Lift: 08.07.1987

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCDX 36 D’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 59

Details: wagon ‘RKCX 59 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 24.02.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX RCDX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 09.01.1995
Due Triple Valve: 16.03.1991
Last Brake Cylinder: 19.01.1994
Last Single Car Test: 19.01.1994
Last Lift: 08.09.1982

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RCDX 59 A’

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 64

Details: wagon ‘RKCX 64 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Fleet Grp Code: AE CM CN CO CX
Return to Service Date: 07.10.1995

12.03.1990 Repair ‘HANDRAILS END’.
12.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROBX 64 E’
01.07.1992 Repair ‘HANDRAILS END’.
01.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 64 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 64 E’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘ROBX 64 E’
25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 64 E’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKCX 65

Details: wagon ‘RKCX 65 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 02.03.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AOCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 11.03.1994
Due Triple Valve: 09.04.1989
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.04.1993
Last Lift: 18.12.1984

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

29.10.1995 Repair ‘VEHICLE RECLASSIFY’.
29.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AKCX 65 Y’

RKCX 81

05.08.1996 Reclassified from wagon ‘RKCX 81 L’ to ’ wagon ‘ROJX 81 R’.

RKCX 95

Details: wagon ‘RKCX 95 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 06.12.1971
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX RCDX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UC CN
Return to Service Date: 26.10.1994
Due Triple Valve: 29.01.1989
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 18.11.1993
Last Lift: 07.09.1982

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCDX 95 T’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 116

Details: wagon ‘RKCX 116 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UO UZ CM CN CO CX
Return to Service Date: 16.02.1995
Cont Max Slots: 2

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 116 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 116 M’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 116 M’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 116 M’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 116 M’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 116 M’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 118

Details: wagon ‘RKCX 118 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 27.02.1995
Cont Max Slots: 2
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROBX 118 H’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 118 H’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 118 H’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 119

Details: wagon ‘RKCX 119 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 25.01.1995
Cont Max Slots: 2

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 119 A’
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘VOCX 119 A’
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:
‘RKCX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 137

Details: wagon ‘RKCX 137 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 13.11.1995
Last Single Car Test: 21.06.1991
Cont Max Slots: 2

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 137 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 137 Y’
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 137 Y’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 137 Y’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 137 Y’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
31.01.1995 Repair ‘VEHICLE RECLASSIFY’.
31.01.1995 Issued at location ‘West kalgoorlie’ with a previous code of wagon

‘ROBX 137 Y’
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.

RKCX 162

Details: wagon ‘RKCX 162 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 162 Q
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 27.04.1994
Cont Max Slots: 2

01.07.1995 Repair ‘VEHICLE RECLASSIFY’.
01.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 162 Q’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 173

Details: wagon ‘RKCX 173 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 21.06.1995
Cont Max Slots: 2

12.04.1991 Repair ‘STEP’.
12.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 173 K’
15.10.1991 Repair ‘HANDRAILS END’.
15.10.1991 Repair ‘STEP’.
15.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 173 K’
04.08.1993 Repair ‘HANDRAILS’.
04.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 173 K’
23.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 173 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘ROBX 173 K’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 173 K’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 173 K’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 173 K’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 173 K’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 173 K’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 176

Details: wagon ‘RKCX 176 J’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 23.02.1995
Last Brake Cylinder: 18.10.1993
Cont Max Slots: 2

27.05.1991 Repair ‘HANDRAILS END’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 176 Y’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.05.1991 Repair ‘END BRAKE COCK’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 176 Y’
05.09.1993 Repair ‘AXLEBOX’.
05.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 176 Y’
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 176 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 176 Y’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 176 Y’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 176 Y’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 176 Y’
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 176 Y’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 176 Y’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 176 Y’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 176 Y’
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:
‘RKCX’.

23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 176 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 184

Details: wagon ‘RKCX 184 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 184 E
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 17.06.1994
Cont Max Slots: 2

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 184 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 187

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 187 X’
25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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25.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon
‘ROBX 187 X’

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:
‘RKCX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Reclassified from wagon ‘RKCX 187 D’ to ’ wagon ‘ROJX 187 J’.

RKCX 188

Details: wagon ‘RKCX 188 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 01.02.1995

09.06.1990 Repair ‘HANDRAILS END’.
09.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 188 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 188 R’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 188 R’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKCX 196

Details: wagon ‘RKCX 196 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 02.03.1995
Cont Max Slots: 2

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘DOOR COMPLETE’.
11.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROBX 196 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 196 H’
25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 196 H’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 200

Details: wagon ‘RKCX 200 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 200 K—EX VOFX 200 T
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 16.02.1995

04.01.1995 Repair ‘VEHICLE RECLASSIFY’.
04.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 200 D’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 200 D’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 206

Details: wagon ‘RKCX 206 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 206 L
BSG Code: VXOZ

Capacity of 51 tonnes
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Fleet Grp Code: UZ UU AE CM CN CO CX
Return to Service Date: 09.01.1995

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 206 L’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 273

Details: wagon ‘RKCX 273 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Fleet Grp Code: UZ UU AE CM CN CO CX
Return to Service Date: 03.04.1995

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 273 R’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 273 R’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 278

Details: wagon ‘RKCX 278 L’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 278 A
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 01.02.1995

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:
‘RKCX’.

01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 278 Q’
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 278 Q’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 281

Details: wagon ‘RKCX 281 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Fleet Grp Code: AE UU UZ CM CN CO CX
Return to Service Date: 27.02.1995

15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 281 H’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 281 H’
27.08.1993 Repair ‘HANDRAILS END’.
27.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 281 H’
21.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 281 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 281 H’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 281 H’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 281 H’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 284

Details: wagon ‘RKCX 284 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 27.02.1995
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06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 284 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROBX 284 L’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 284 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 315

Details: wagon ‘RKCX 315 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 27.02.1995

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 315 R’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 315 R’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

RKCX 329

Details: wagon ‘RKCX 329 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 329 P
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE CM CN CO CX
Return to Service Date: 29.09.1994

28.06.1995 Repair ‘VEHICLE RECLASSIFY’.
28.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 329 P’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 343

Details: wagon ‘RKCX 343 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

Fleet Grp Code: AE CM CN CO CX
Return to Service Date: 28.10.1995
Last Single Car Test: 14.08.1989
Cont Max Slots: 2

10.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 343 A’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROBX 343 A’
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 343 A’
17.08.1989 Repair ‘DOOR OPENING MECHANISM’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 343 A’
09.02.1991 Repair ‘STEP’.
09.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 343 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 343 A’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 343 A’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 343 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.

RKCX 347

Details: wagon ‘RKCX 347 X’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 16.12.1995
Cont Max Slots: 2

22.04.1992 Repair ‘HANDRAILS’.
22.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 347 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 347 N’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 347 N’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 347 N’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROBX 347 N’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.

RKCX 369

Details: wagon ‘RKCX 369 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 13.02.1995
Cont Max Slots: 2

23.05.1993 Repair ‘HANDRAILS’.
23.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 369 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘ROBX 369 B’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 369 B’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 369 B’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 383

Details: wagon ‘RKCX 383 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ
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Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 16.02.1995
Cont Max Slots: 2

07.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 383 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 383 J’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 383 J’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 383 J’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 383 J’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 451

Details: wagon ‘RKCX 451 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 16.02.1995
Cont Max Slots: 2

22.03.1990 Repair ‘HANDRAILS END’.
22.03.1990 Repair ‘STEP’.
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22.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘ROBX 451 U’

02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘SIDE BEARER’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 451 U’
26.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 451 U’
17.08.1993 Repair ‘AXLEBOX’.
17.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 451 U’
09.09.1993 Repair ‘HANDRAILS’.
09.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 451 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 451 U’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 451 U’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 451 U’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 451 U’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 451 U’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 451 U’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1001

Details: wagon ‘RKCX 1001 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL

13138



2.653. Wagon classification starting with ‘RKC’

BSG Code: VXOZ

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 25.05.1995

20.01.1992 Repair ‘SIDE STEP’.
20.01.1992 Repair ‘STEP’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 1001 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 1001 E’
11.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 1001 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1045

Details: wagon ‘RKCX 1045 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1045 K
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 03.04.1995
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 1045 D’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1045 D’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1045 D’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1074

Details: wagon ‘RKCX 1074 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 18.07.1995

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 1074 S’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
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07.04.1995 Issued at location ‘New South Wales’ with a previous code of wagon
‘ROBX 1074 S’

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1075

Details: wagon ‘RKCX 1075 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 09.02.1996
Cont Max Slots: 2

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1075 E’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1075 E’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 1075 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

09.02.1996 Repair ‘VEHICLE COMPLETE’.

RKCX 1077

Details: wagon ‘RKCX 1077 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 01.02.1995
Cont Max Slots: 2

04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1077 W’
16.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1077 W’
16.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1077 W’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘AXLEBOX’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1077 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 1077 W’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
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01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 1077 W’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1093

Details: wagon ‘RKCX 1093 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 01.02.1995
Last Brake Cylinder: 28.04.1992
Cont Max Slots: 2

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1093 C’
30.07.1993 Repair ‘EMPTY LOAD VALVE’.
30.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1093 C’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘DOOR COMPLETE’.
04.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘GRADE CONTROL VALVE’.
04.08.1993 Repair ‘WHEEL SET’.
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04.08.1993 Repair ‘YOKE COMPLETE’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1093 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1093 C’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1093 C’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1105

Details: wagon ‘RKCX 1105 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCY 1105 M
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE CM CN CO CX
Return to Service Date: 01.02.1995
Cont Max Slots: 2

27.07.1993 Repair ‘HANDRAILS’.
27.07.1993 Repair ‘HANDRAILS END’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1105 B’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1105 B’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘ROBX 1105 B’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1105 B’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1105 B’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1109

Details: wagon ‘RKCX 1109 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 27.02.1995
Cont Max Slots: 2

23.03.1992 Repair ‘HANDRAILS’.
23.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1109 Y’
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 1109 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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29.04.1994 Issued at location ‘Port Waratah’ with a previous code of wagon
‘ROBX 1109 Y’

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:
‘RKCX’.

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 1109 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 1138

Details: wagon ‘RKCX 1138 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL ONLY
Remarks: EX ROBX 1138 G
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UU CM CN CO CX
Return to Service Date: 14.07.1994
Cont Max Slots: 2

15.08.1995 Repair ‘VEHICLE RECLASSIFY’.
15.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1138 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 4001

Details: wagon ‘RKCX 4001 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX1/VCCX1E/RCCX1A
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 16.03.1994
Last Lift: 19.09.1986

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 1 A’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 4003

Details: wagon ‘RKCX 4003 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX3C/VCCX3W/RCCX3S
BSG Code: VXKI

Capacity of 47 tonnes

Fleet Grp Code: UC UZ AE CN
Return to Service Date: 18.12.1994

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
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19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RCCX 3 S’

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 4004

Details: wagon ‘RKCX 4004 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOVX 4/ VCVX 4 T/RCVX 4 P
BSG Code: VXKI

Capacity of 54 tonnes

Fleet Grp Code: UZ UC AE CZ
Return to Service Date: 15.04.1988

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCVX 4 P’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 4007

Details: wagon ‘RKCX 4007 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX7P/VCCX7M/RCCX7X
BSG Code: VXKI

Capacity of 47 tonnes

Fleet Grp Code: AE UZ UC CN
Return to Service Date: 27.10.1993
Last Single Car Test: 03.11.1993

22.06.1995 Repair ‘VEHICLE RECLASSIFY’.
22.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 7 X’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCX 4015

Details: wagon ‘RKCX 4015 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 28.09.1967
Operating System: AN
Intended Use: STEEL COIL
Remarks: EX AOCX/AKCX15U
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UC UZ CN
Return to Service Date: 19.05.1994
Due Triple Valve: 24.01.1990
Last Brake Cylinder: 06.07.1990
Last Single Car Test: 21.04.1993
Last Lift: 10.05.1985

06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
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06.10.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘AKCX 15 U’

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

RKCX 4023

Details: wagon ‘RKCX 4023 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 23 L
BSG Code: VXKI

Capacity of 51 tonnes

Fleet Grp Code: UZ UC AE CN
Return to Service Date: 15.04.1995

05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 23 L’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKCY 20211

Details: wagon ‘RKCY 20211 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: STEEL BULK
Remarks: EX NODY20211N/NKDY20211F/RKDY20211J
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 29.03.1993
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20211 J’

RKCY 20270

Details: wagon ‘RKCY 20270 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY20270V/RKDY20270C
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 09.01.1993

23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20270 C’

RKCY 20282

Details: wagon ‘RKCY 20282 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20282 F
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 21.08.1995
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20282 F’
21.08.1995 Repair ‘VEHICLE COMPLETE’.

RKCY 20302

Details: wagon ‘RKCY 20302 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY/NKDY20302N/RKDY20302R
BSG Code: NSKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 27.02.1993
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20302 R’
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RKCY 20310

Details: wagon ‘RKCY 20310 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20310 H
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 21.10.1993
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20310 H’

RKCY 20327

Details: wagon ‘RKCY 20327 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20327 J
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 12.03.1991
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09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20327 J’

RKCY 20363

Details: wagon ‘RKCY 20363 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20363/NKDY20363B/RKDY20363F
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 11.05.1994
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20363 F’

RKCY 20378

Details: wagon ‘RKCY 20378 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20378Q/NKDY20378X/RKDY20378M
Wagon Width: 2646mm
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Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 05.09.1991
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20378 M’

RKCY 20391

Details: wagon ‘RKCY 20391 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20391 L
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 07.03.1990
Last Single Car Test: 08.03.1990

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20391 L’

RKCY 20399

Details: wagon ‘RKCY 20399 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20399 Y
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UO UZ CN
Return to Service Date: 12.04.1993
Last Single Car Test: 24.05.1990
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20399 Y’

RKCY 20430

Details: wagon ‘RKCY 20430 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20430 H
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 11.02.1994
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20430 H’
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RKCY 20435

Details: wagon ‘RKCY 20435 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY20435; NKDY 20435 ..RKDY20435
BSG Code: NSKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 29.08.1990
Cont Max Slots: 2

08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20435 G’

RKCY 20448

Details: wagon ‘RKCY 20448 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20448W/RKDY20448S
BSG Code: NSKI

Capacity of 54 tonnes

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20448 S’
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RKCY 20453

Details: wagon ‘RKCY 20453 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20453 E
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 18.02.1993
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20453 E’

RKCY 20468

Details: wagon ‘RKCY 20468 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20468 L
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 03.05.1993
Cont Max Slots: 2
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09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20468 L’

RKCY 20487

Details: wagon ‘RKCY 20487 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20487 S
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 12.09.1992
Cont Max Slots: 2

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20487 S’

RKCY 20502

Details: wagon ‘RKCY 20502 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOJY 20502H / EX NKJY 20502W
BSG Code: NSKZ
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Capacity of 56 tonnes

02.06.1995 Repair ‘VEHICLE RECLASSIFY’.
02.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20502 W’

RKCY 20521

Details: wagon ‘RKCY 20521 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20521 P
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 20.12.1993
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20521 P’

RKCY 20534

Details: wagon ‘RKCY 20534 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20534 X / RKDY 20534 E
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BSG Code: NSKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 06.07.1994
Last Triple Valve: 29.08.1990
Cont Max Slots: 2

09.02.1995 Repair ‘VEHICLE RECLASSIFY’.
09.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20534 E’

RKCY 20537

Details: wagon ‘RKCY 20537 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20537 X
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 22.10.1993
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20537 X’

RKCY 20556

Details: wagon ‘RKCY 20556 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20556T/RKDY20556P
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 24.09.1993
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20556 P’

RKCY 20564

Details: wagon ‘RKCY 20564 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20564 F
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 24.12.1990
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20564 F’

RKCY 20566

Details: wagon ‘RKCY 20566 U’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20566E/NKDY20566T/RKDY20566A
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 18.03.1991
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20566 A’

RKCY 20568

Details: wagon ‘RKCY 20568 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY / RKDY 20568 S
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: UZ UO AE CN
Return to Service Date: 21.02.1994
Cont Max Slots: 2

09.02.1995 Repair ‘VEHICLE RECLASSIFY’.
09.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20568 S’
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2. TIMS GROUP INFORMATION - WAGONS

RKCY 20592

Details: wagon ‘RKCY 20592 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20592P/RKDY20592L
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 19.03.1996
Cont Max Slots: 2

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20592 L’
19.03.1996 Repair ‘VEHICLE COMPLETE’.

RKCY 20602

Details: wagon ‘RKCY 20602 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20602 P
BSG Code: NSKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 25.10.1995
Cont Max Slots: 2
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2.653. Wagon classification starting with ‘RKC’

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20602 P’
25.10.1995 Repair ‘VEHICLE COMPLETE’.

RKCY 20604

Details: wagon ‘RKCY 20604 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20604 K
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 28.08.1992
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20604 K’

RKCY 20607

Details: wagon ‘RKCY 20607 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20607 Y
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 12.01.1995
Cont Max Slots: 2

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20607 Y’
12.01.1995 Repair ‘VEHICLE COMPLETE’.

RKCY 20609

Details: wagon ‘RKCY 20609 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20609N/NKDY20609F/RKDY20609J
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 16.01.1995

16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20609 J’

2.654 Wagon classification starting with ‘RKD’

RKDE 20266

12.12.1995 Reclassified from wagon ‘RKDE 20266 Y’ to ’ wagon ‘RKDF 20266 S’.
12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20266 C’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20215

Details: wagon ‘RKDF 20215 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20215D/NKDY20215S/RKDY20215W
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20215 W’

RKDF 20220

Details: wagon ‘RKDF 20220 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20220M/NKDY20220E EX RKDY 20220X
BSG Code: NSKI

Capacity of 54 tonnes

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20220 X’
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RKDF 20231

Details: wagon ‘RKDF 20231 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20231 V RKDY20231C
BSG Code: NSKZ

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20231 C’

RKDF 20248

Details: wagon ‘RKDF 20248 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20248 A / RKDY 20248 E
BSG Code: NSKI

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20248 E’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20266

Details: wagon ‘RKDF 20266 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20266 V / RKDY 20266 C
BSG Code: NSKZ

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDE 20266 Y’

RKDF 20274

Details: wagon ‘RKDF 20274 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RKDY 20274 P
BSG Code: NSKZ

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20274 P’
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2. TIMS GROUP INFORMATION - WAGONS

RKDF 20286

Details: wagon ‘RKDF 20286 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20286 Y RKDF20286L
BSG Code: NSKI

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20286 S’

RKDF 20325

Details: wagon ‘RKDF 20325 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20325S/RKDY20325Y
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20325 Y’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20326

Details: wagon ‘RKDF 20326 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20326E/NKDY20326T
BSG Code: NSKI

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20326 A’

RKDF 20339

Details: wagon ‘RKDF 20339 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20339 X / RKDY 20339 M
BSG Code: NSKZ

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20339 M’
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2. TIMS GROUP INFORMATION - WAGONS

RKDF 20352

Details: wagon ‘RKDF 20352 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20352P/NKDY20352H/RKDY20352L
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20352 L’

RKDF 20364

Details: wagon ‘RKDF 20364 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY20364K/RKDY20364Y
BSG Code: NSKI

Capacity of 54 tonnes

23.11.1995 Repair ‘VEHICLE RECLASSIFY’.
23.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20364 Y’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20367

Details: wagon ‘RKDF 20367 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20367 Y / RKDY 20367 S
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

11.01.1996 Repair ‘VEHICLE RECLASSIFY’.
11.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20367 S’

RKDF 20381

Details: wagon ‘RKDF 20381 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20381H/NKDY20381W/ RKDY 20381 D
BSG Code: NSKI

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20381 D’
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RKDF 20386

Details: wagon ‘RKDF 20386 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20386G / RKDY 20386 C
BSG Code: NSOZ

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20386 C’

RKDF 20389

Details: wagon ‘RKDF 20389 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY / RKDY 20389 G
BSG Code: NSOZ

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20389 G’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20398

Details: wagon ‘RKDF 20398 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NDKY RKDY20398F
BSG Code: NSKZ

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20398 F’

RKDF 20400

Details: wagon ‘RKDF 20400 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20400 G
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20400 G’
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RKDF 20411

Details: wagon ‘RKDF 20411 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20411E/NKDY20411T / RKDY 20411 A
BSG Code: NSKI

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20411 A’

RKDF 20412

Details: wagon ‘RKDF 20412 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20412 J
BSG Code: NSOZ

Capacity of 54 tonnes

27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20412 J’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20413

Details: wagon ‘RKDF 20413 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20413 S
BSG Code: NSOZ

Capacity of 54 tonnes

04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20413 S’

RKDF 20416

Details: wagon ‘RKDF 20416 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20416 D / RKDY 20416 W
BSG Code: NSOZ

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20416 W’
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RKDF 20419

Details: wagon ‘RKDF 20419 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20419 D
BSG Code: NSOZ

Capacity of 54 tonnes

27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20419 D’

RKDF 20420

Details: wagon ‘RKDF 20420 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY/NKDY20420S/RKDY20420W
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20420 W’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20421

Details: wagon ‘RKDF 20421 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20421 M / RKDY 20421 X
BSG Code: NSOZ

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20421 X’

RKDF 20425

Details: wagon ‘RKDF 20425 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY
BSG Code: NSOZ

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20425 V’
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RKDF 20431

Details: wagon ‘RKDF 20431 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20431 Q
BSG Code: NSKI

Capacity of 54 tonnes

27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20431 Q’

RKDF 20437

Details: wagon ‘RKDF 20437 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKDY 20437 B
BSG Code: NSOZ

Capacity of 54 tonnes

27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20437 B’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20439

Details: wagon ‘RKDF 20439 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY; EX RKDY 20439 T
BSG Code: NSOZ

Capacity of 54 tonnes

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20439 T’

RKDF 20454

Details: wagon ‘RKDF 20454 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20454 R RKDY20454N
BSG Code: NSOZ

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20454 N’

13181



2. TIMS GROUP INFORMATION - WAGONS

RKDF 20455

Details: wagon ‘RKDF 20455 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY / RKDY 20455 W
BSG Code: NSOZ

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20455 W’

RKDF 20461

Details: wagon ‘RKDF 20461 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RKDY20461R
BSG Code: NSOZ

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20461 R’
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2.654. Wagon classification starting with ‘RKD’

RKDF 20465

Details: wagon ‘RKDF 20465 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20465 D RKDY20465H
BSG Code: NSKI

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20465 H’

RKDF 20469

Details: wagon ‘RKDF 20469 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20469 B / RKDY 20469 U
BSG Code: NSKI

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20469 U’
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RKDF 20471

Details: wagon ‘RKDF 20471 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20471 G RKDY20471G
BSG Code: NSKI

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20471 C’

RKDF 20472

Details: wagon ‘RKDF 20472 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20472 H / RKDY 20472 L
BSG Code: NSKI

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20472 L’
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RKDF 20480

Details: wagon ‘RKDF 20480 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20480 F / RKDY 20480 B
BSG Code: NSOZ

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20480 B’

RKDF 20501

Details: wagon ‘RKDF 20501 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20501 S
BSG Code: NSKI

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20501 W’
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RKDF 20505

Details: wagon ‘RKDF 20505 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20505/NKDY20505X/RKDY20505M
BSG Code: NSKZ

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20505 M’
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RKDF 20507

Details: wagon ‘RKDF 20507 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20507 L RKDY20507H
BSG Code: NSKI

Capacity of 54 tonnes

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20507 H’
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RKDF 20508

Details: wagon ‘RKDF 20508 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20508U; EX NKDY 20508M
BSG Code: NSKZ

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20508 Q’

RKDF 20510

Details: wagon ‘RKDF 20510 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20510C/NKDY20510R
BSG Code: NSKI

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20510 V’
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RKDF 20511

Details: wagon ‘RKDF 20511 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20511 D
BSG Code: NSKZ

Capacity of 54 tonnes

11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20511 H’
17.09.1996 Repair ‘VEHICLE RECLASSIFY’.
17.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20511 H’

RKDF 20513

Details: wagon ‘RKDF 20513 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20513 G
BSG Code: NSOZ

Capacity of 54 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20513 C’
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21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20513 C’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20513 C’

RKDF 20517

Details: wagon ‘RKDF 20517 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20517T/NKDY 20517 L / RKDY20517 P
BSG Code: NSKI

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20517 P’

RKDF 20518

Details: wagon ‘RKDF 20518 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20518 F, EX RKDY 20518 B
BSG Code: NSOZ
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Capacity of 54 tonnes

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20518 B’

RKDF 20522

Details: wagon ‘RKDF 20522 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20522 B
BSG Code: NSKI

Capacity of 54 tonnes

27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20522 B’

RKDF 20524

Details: wagon ‘RKDF 20524 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20524A/RKDY20524T
BSG Code: NSKI

Capacity of 54 tonnes
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05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20524 T’

RKDF 20527

Details: wagon ‘RKDF 20527 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY20527T/RKDY20527A
BSG Code: NSKZ

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20527 A’

RKDF 20533

Details: wagon ‘RKDF 20533 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.12.1993
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: NQSY, THEN NODY / RKDY 20533 S
BSG Code: NSKI

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
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12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKDY 20533 S’

RKDF 20536

Details: wagon ‘RKDF 20536 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20536D; EX RKDY 20536W
BSG Code: NSOZ

Capacity of 54 tonnes

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20536 W’
15.02.1996 Repair ‘VEHICLE COMPLETE’.

RKDF 20544

Details: wagon ‘RKDF 20544 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20544 Q RKDY20544M
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKZ

Capacity of 54 tonnes
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19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20544 M’

RKDF 20551

Details: wagon ‘RKDF 20551 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20551 U / RKDY 20551 Q
BSG Code: NSOZ

Capacity of 54 tonnes

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20551 Q’

RKDF 20561

Details: wagon ‘RKDF 20561 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20561 F / RKDY 20561 B
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes
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12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20561 B’

RKDF 20563

Details: wagon ‘RKDF 20563 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20563A/NKDY20563P/RKDY20563T
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20563 T’

RKDF 20571

Details: wagon ‘RKDF 20571 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKDY 20571 J
BSG Code: NSOZ

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
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27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKDY 20571 J’

RKDF 20572

Details: wagon ‘RKDF 20572 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20572 W
BSG Code: NSOZ

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20572 S’

RKDF 20578

Details: wagon ‘RKDF 20578 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20578H/NKDY20578W/RKDY20578D
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes
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05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20578 D’

RKDF 20580

Details: wagon ‘RKDF 20580 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

Capacity of 54 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20580 X’

RKDF 20596

Details: wagon ‘RKDF 20596 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20596F/RKDY20596B
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20596 B’
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RKDF 20802

Details: wagon ‘RKDF 20802 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20802 K; EX RKDY 20802G
BSG Code: NSKI

Capacity of 54 tonnes

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20802 G’

RKDY 20211

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20211 F’
16.01.1995 Reclassified from wagon ‘RKDY 20211 J’ to ’ wagon ‘RKCY 20211 G’.

RKDY 20215

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20215 S’
05.10.1995 Reclassified from wagon ‘RKDY 20215 W’ to ’ wagon ‘RKDF 20215 P’.

RKDY 20220

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20220 E’
24.11.1995 Reclassified from wagon ‘RKDY 20220 X’ to ’ wagon ‘RKDF 20220 B’.

RKDY 20231

02.12.1993 Repair ‘VEHICLE RECLASSIFY’.
02.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20231 V’
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09.06.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Reclassified from wagon ‘RKDY 20231 C’ to ’ wagon ‘RKDF 20231 S’.

RKDY 20244

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20244 K’
31.01.1995 Reclassified from wagon ‘RKDY 20244 Y’ to ’ wagon ‘RKLY 20244 P’.

RKDY 20248

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20248 A’
19.12.1995 Reclassified from wagon ‘RKDY 20248 E’ to ’ wagon ‘RKDF 20248 U’.

RKDY 20266

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20266 V’
12.12.1995 Reclassified from wagon ‘RKDY 20266 C’ to ’ wagon ‘RKDE 20266 Y’.

RKDY 20270

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20270 V’
23.01.1995 Reclassified from wagon ‘RKDY 20270 C’ to ’ wagon ‘RKCY 20270 W’.

RKDY 20274

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20274 L’
19.12.1995 Reclassified from wagon ‘RKDY 20274 P’ to ’ wagon ‘RKDF 20274 X’.

RKDY 20282

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20282 B’
09.01.1995 Reclassified from wagon ‘RKDY 20282 F’ to ’ wagon ‘RKCY 20282 C’.

RKDY 20286

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20286 Y’
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19.09.1995 Reclassified from wagon ‘RKDY 20286 S’ to ’ wagon ‘RKDF 20286 L’.

RKDY 20302

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20302 N’
16.01.1995 Reclassified from wagon ‘RKDY 20302 R’ to ’ wagon ‘RKCY 20302 Y’.

RKDY 20310

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20310 D’
09.01.1995 Reclassified from wagon ‘RKDY 20310 H’ to ’ wagon ‘RKCY 20310 E’.

RKDY 20311

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20311 M’
10.02.1995 Reclassified from wagon ‘RKDY 20311 Q’ to ’ wagon ‘RKLY 20311 R’.

RKDY 20317

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20317 U’
16.03.1995 Reclassified from wagon ‘RKDY 20317 B’ to ’ wagon ‘RKLY 20317 C’.

RKDY 20325

14.11.1993 Repair ‘VEHICLE RECLASSIFY’.
14.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20325 K’
05.10.1995 Reclassified from wagon ‘RKDY 20325 Y’ to ’ wagon ‘RKDF 20325 H’.

RKDY 20326

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20326 T’
31.10.1995 Reclassified from wagon ‘RKDY 20326 A’ to ’ wagon ‘RKDF 20326 Q’.

RKDY 20327

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20327 F’
09.01.1995 Reclassified from wagon ‘RKDY 20327 J’ to ’ wagon ‘RKCY 20327 G’.
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RKDY 20339

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20339 X’
19.12.1995 Reclassified from wagon ‘RKDY 20339 M’ to ’ wagon ‘RKDF 20339 F’.

RKDY 20352

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20352 H’
05.10.1995 Reclassified from wagon ‘RKDY 20352 L’ to ’ wagon ‘RKDF 20352 E’.

RKDY 20356

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20356 U’
18.05.1995 Reclassified from wagon ‘RKDY 20356 B’ to ’ wagon ‘RKLY 20356 C’.

RKDY 20363

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20363 B’
16.01.1995 Reclassified from wagon ‘RKDY 20363 F’ to ’ wagon ‘RKCY 20363 C’.

RKDY 20364

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20364 K’
23.11.1995 Reclassified from wagon ‘RKDY 20364 Y’ to ’ wagon ‘RKDF 20364 H’.

RKDY 20367

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20367 Y’
11.01.1996 Reclassified from wagon ‘RKDY 20367 S’ to ’ wagon ‘RKDF 20367 L’.

RKDY 20378

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20378 X’
16.01.1995 Reclassified from wagon ‘RKDY 20378 M’ to ’ wagon ‘RKCY 20378 J’.
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RKDY 20381

17.11.1993 Repair ‘VEHICLE RECLASSIFY’.
17.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20381 W’
19.09.1995 Reclassified from wagon ‘RKDY 20381 D’ to ’ wagon ‘RKDF 20381 T’.

RKDY 20386

26.11.1993 Repair ‘VEHICLE RECLASSIFY’.
26.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20386 G’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Reclassified from wagon ‘RKDY 20386 C’ to ’ wagon ‘RKDF 20386 S’.

RKDY 20389

03.03.1994 Repair ‘VEHICLE RECLASSIFY’.
03.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20389 K’
12.12.1995 Reclassified from wagon ‘RKDY 20389 G’ to ’ wagon ‘RKDF 20389 W’.

RKDY 20391

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20391 H’
09.01.1995 Reclassified from wagon ‘RKDY 20391 L’ to ’ wagon ‘RKCY 20391 X’.

RKDY 20397

23.03.1994 Repair ‘VEHICLE RECLASSIFY’.
23.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20397 A’
16.03.1995 Reclassified from wagon ‘RKDY 20397 T’ to ’ wagon ‘RKLY 20397 U’.

RKDY 20398

21.02.1994 Repair ‘VEHICLE RECLASSIFY’.
21.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20398 B’
19.09.1995 Reclassified from wagon ‘RKDY 20398 F’ to ’ wagon ‘RKDF 20398 V’.

RKDY 20399

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20399 S’
09.01.1995 Reclassified from wagon ‘RKDY 20399 Y’ to ’ wagon ‘RKCY 20399 L’.
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RKDY 20400

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20400 C’
07.12.1993 Repair ‘SIDE STEP’.
27.11.1995 Reclassified from wagon ‘RKDY 20400 G’ to ’ wagon ‘RKDF 20400 W’.

RKDY 20411

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20411 T’
19.12.1995 Reclassified from wagon ‘RKDY 20411 A’ to ’ wagon ‘RKDF 20411 Q’.

RKDY 20412

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20412 N’
27.07.1995 Reclassified from wagon ‘RKDY 20412 J’ to ’ wagon ‘RKDF 20412 C’.

RKDY 20413

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20413 W’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Reclassified from wagon ‘RKDY 20413 S’ to ’ wagon ‘RKDF 20413 L’.

RKDY 20416

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20416 D’
19.12.1995 Reclassified from wagon ‘RKDY 20416 W’ to ’ wagon ‘RKDF 20416 P’.

RKDY 20419

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20419 H’
27.07.1995 Reclassified from wagon ‘RKDY 20419 D’ to ’ wagon ‘RKDF 20419 T’.

RKDY 20420

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20420 S’
17.06.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Reclassified from wagon ‘RKDY 20420 W’ to ’ wagon ‘RKDF 20420 P’.
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RKDY 20421

25.02.1994 Repair ‘VEHICLE RECLASSIFY’.
25.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20421 M’
19.12.1995 Reclassified from wagon ‘RKDY 20421 X’ to ’ wagon ‘RKDF 20421 B’.

RKDY 20425

06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20425 C’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Reclassified from wagon ‘RKDY 20425 V’ to ’ wagon ‘RKDF 20425 Y’.

RKDY 20430

06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20430 L’
09.01.1995 Reclassified from wagon ‘RKDY 20430 H’ to ’ wagon ‘RKCY 20430 E’.

RKDY 20431

28.03.1994 Repair ‘VEHICLE RECLASSIFY’.
28.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20431 U’
27.07.1995 Reclassified from wagon ‘RKDY 20431 Q’ to ’ wagon ‘RKDF 20431 J’.

RKDY 20435

19.11.1993 Repair ‘VEHICLE RECLASSIFY’.
19.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20435 C’
08.03.1995 Reclassified from wagon ‘RKDY 20435 G’ to ’ wagon ‘RKCY 20435 D’.

RKDY 20437

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20437 F’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Reclassified from wagon ‘RKDY 20437 B’ to ’ wagon ‘RKDF 20437 R’.

RKDY 20439

07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20439 A’
24.11.1995 Reclassified from wagon ‘RKDY 20439 T’ to ’ wagon ‘RKDF 20439 M’.
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RKDY 20448

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20448 W’
16.01.1995 Reclassified from wagon ‘RKDY 20448 S’ to ’ wagon ‘RKCY 20448 P’.

RKDY 20453

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20453 X’
09.01.1995 Reclassified from wagon ‘RKDY 20453 E’ to ’ wagon ‘RKCY 20453 B’.

RKDY 20454

10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20454 R’
19.09.1995 Reclassified from wagon ‘RKDY 20454 N’ to ’ wagon ‘RKDF 20454 G’.

RKDY 20455

07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20455 D’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Reclassified from wagon ‘RKDY 20455 W’ to ’ wagon ‘RKDF 20455 P’.

RKDY 20461

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20461 V’
19.09.1995 Reclassified from wagon ‘RKDY 20461 R’ to ’ wagon ‘RKDF 20461 K’.

RKDY 20465

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20465 D’
19.09.1995 Reclassified from wagon ‘RKDY 20465 H’ to ’ wagon ‘RKDF 20465 A’.

RKDY 20468

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20468 P’
09.01.1995 Reclassified from wagon ‘RKDY 20468 L’ to ’ wagon ‘RKCY 20468 X’.
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RKDY 20469

28.03.1994 Repair ‘VEHICLE RECLASSIFY’.
28.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20469 B’
19.12.1995 Reclassified from wagon ‘RKDY 20469 U’ to ’ wagon ‘RKDF 20469 N’.

RKDY 20471

28.03.1994 Repair ‘VEHICLE RECLASSIFY’.
28.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20471 G’
19.09.1995 Reclassified from wagon ‘RKDY 20471 C’ to ’ wagon ‘RKDF 20471 S’.

RKDY 20472

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20472 H’
12.12.1995 Reclassified from wagon ‘RKDY 20472 L’ to ’ wagon ‘RKDF 20472 E’.

RKDY 20476

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20476 U’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Reclassified from wagon ‘RKDY 20476 B’ to ’ wagon ‘RKLY 20476 C’.

RKDY 20480

23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20480 F’
12.12.1995 Reclassified from wagon ‘RKDY 20480 B’ to ’ wagon ‘RKDF 20480 R’.

RKDY 20487

28.03.1994 Repair ‘VEHICLE RECLASSIFY’.
28.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20487 W’
20.01.1995 Reclassified from wagon ‘RKDY 20487 S’ to ’ wagon ‘RKCY 20487 P’.

RKDY 20501

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20501 S’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Reclassified from wagon ‘RKDY 20501 W’ to ’ wagon ‘RKDF 20501 P’.
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RKDY 20505

26.11.1993 Repair ‘VEHICLE RECLASSIFY’.
26.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20505 X’
05.10.1995 Reclassified from wagon ‘RKDY 20505 M’ to ’ wagon ‘RKDF 20505 F’.

RKDY 20507

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20507 L’
19.09.1995 Reclassified from wagon ‘RKDY 20507 H’ to ’ wagon ‘RKDF 20507 A’.

RKDY 20508

19.11.1993 Repair ‘VEHICLE RECLASSIFY’.
19.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20508 M’
31.10.1995 Reclassified from wagon ‘RKDY 20508 Q’ to ’ wagon ‘RKDF 20508 J’.

RKDY 20510

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20510 R’
31.10.1995 Reclassified from wagon ‘RKDY 20510 V’ to ’ wagon ‘RKDF 20510 Y’.

RKDY 20511

17.09.1996 Reclassified from wagon ‘RKDY 20511 H’ to ’ wagon ‘RKDF 20511 A’.

RKDY 20513

29.09.1994 Reclassified from wagon ‘RKDY 20513 C’ to ’ wagon ‘NODY 20513 G’.
31.10.1995 Reclassified from wagon ‘RKDY 20513 C’ to ’ wagon ‘RKDF 20513 S’.

RKDY 20517

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20517 L’
12.12.1995 Reclassified from wagon ‘RKDY 20517 P’ to ’ wagon ‘RKDF 20517 X’.

RKDY 20518

11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20518 F’
24.11.1995 Reclassified from wagon ‘RKDY 20518 B’ to ’ wagon ‘RKDF 20518 R’.
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RKDY 20521

28.02.1994 Repair ‘VEHICLE RECLASSIFY’.
28.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20521 T’
09.01.1995 Reclassified from wagon ‘RKDY 20521 P’ to ’ wagon ‘RKCY 20521 M’.

RKDY 20522

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20522 F’
27.07.1995 Reclassified from wagon ‘RKDY 20522 B’ to ’ wagon ‘RKDF 20522 R’.

RKDY 20524

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20524 A’
05.10.1995 Reclassified from wagon ‘RKDY 20524 T’ to ’ wagon ‘RKDF 20524 M’.

RKDY 20527

25.02.1994 Repair ‘VEHICLE RECLASSIFY’.
25.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20527 T’
05.10.1995 Reclassified from wagon ‘RKDY 20527 A’ to ’ wagon ‘RKDF 20527 Q’.

RKDY 20533

01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20533 W’
12.12.1995 Reclassified from wagon ‘RKDY 20533 S’ to ’ wagon ‘RKDF 20533 L’.

RKDY 20534

16.02.1994 Repair ‘VEHICLE RECLASSIFY’.
16.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20534 X’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Reclassified from wagon ‘RKDY 20534 E’ to ’ wagon ‘RKCY 20534 B’.

RKDY 20536

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20536 D’
24.11.1995 Reclassified from wagon ‘RKDY 20536 W’ to ’ wagon ‘RKDF 20536 P’.
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RKDY 20537

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20537 M’
09.01.1995 Reclassified from wagon ‘RKDY 20537 X’ to ’ wagon ‘RKCY 20537 F’.

RKDY 20544

16.02.1994 Repair ‘VEHICLE RECLASSIFY’.
16.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20544 Q’
19.09.1995 Reclassified from wagon ‘RKDY 20544 M’ to ’ wagon ‘RKDF 20544 F’.

RKDY 20551

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20551 U’
19.12.1995 Reclassified from wagon ‘RKDY 20551 Q’ to ’ wagon ‘RKDF 20551 J’.

RKDY 20556

23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20556 T’
16.01.1995 Reclassified from wagon ‘RKDY 20556 P’ to ’ wagon ‘RKCY 20556 M’.

RKDY 20561

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20561 F’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Reclassified from wagon ‘RKDY 20561 B’ to ’ wagon ‘RKDF 20561 R’.

RKDY 20563

19.11.1993 Repair ‘VEHICLE RECLASSIFY’.
19.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20563 P’
05.10.1995 Reclassified from wagon ‘RKDY 20563 T’ to ’ wagon ‘RKDF 20563 M’.

RKDY 20564

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20564 J’
09.01.1995 Reclassified from wagon ‘RKDY 20564 F’ to ’ wagon ‘RKCY 20564 C’.
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RKDY 20565

25.02.1994 Repair ‘VEHICLE RECLASSIFY’.
25.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20565 S’
31.01.1995 Reclassified from wagon ‘RKDY 20565 Y’ to ’ wagon ‘RKLY 20565 P’.

RKDY 20566

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20566 T’
16.01.1995 Reclassified from wagon ‘RKDY 20566 A’ to ’ wagon ‘RKCY 20566 U’.

RKDY 20568

06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20568 W’
09.02.1995 Reclassified from wagon ‘RKDY 20568 S’ to ’ wagon ‘RKCY 20568 P’.

RKDY 20571

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20571 N’
27.11.1995 Reclassified from wagon ‘RKDY 20571 J’ to ’ wagon ‘RKDF 20571 C’.

RKDY 20572

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20572 W’
31.10.1995 Reclassified from wagon ‘RKDY 20572 S’ to ’ wagon ‘RKDF 20572 L’.

RKDY 20578

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20578 W’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Reclassified from wagon ‘RKDY 20578 D’ to ’ wagon ‘RKDF 20578 T’.

RKDY 20580

14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20580 E’
31.10.1995 Reclassified from wagon ‘RKDY 20580 X’ to ’ wagon ‘RKDF 20580 B’.
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RKDY 20591

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20591 G’
16.03.1995 Reclassified from wagon ‘RKDY 20591 C’ to ’ wagon ‘RKLY 20591 D’.

RKDY 20592

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20592 P’
16.01.1995 Reclassified from wagon ‘RKDY 20592 L’ to ’ wagon ‘RKCY 20592 X’.

RKDY 20596

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20596 F’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Reclassified from wagon ‘RKDY 20596 B’ to ’ wagon ‘RKDF 20596 R’.

RKDY 20597

22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20597 Y’
16.03.1995 Reclassified from wagon ‘RKDY 20597 K’ to ’ wagon ‘RKLY 20597 L’.

RKDY 20601

Details: wagon ‘RKDY 20601 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NSKI

Capacity of 54 tonnes
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RKDY 20602

23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20602 L’
09.01.1995 Reclassified from wagon ‘RKDY 20602 P’ to ’ wagon ‘RKCY 20602 M’.

RKDY 20604

28.03.1994 Repair ‘VEHICLE RECLASSIFY’.
28.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20604 Y’
09.01.1995 Reclassified from wagon ‘RKDY 20604 K’ to ’ wagon ‘RKCY 20604 H’.

RKDY 20607

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20607 S’
09.01.1995 Reclassified from wagon ‘RKDY 20607 Y’ to ’ wagon ‘RKCY 20607 L’.

RKDY 20609

04.11.1993 Repair ‘VEHICLE RECLASSIFY’.
04.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20609 F’
16.01.1995 Reclassified from wagon ‘RKDY 20609 J’ to ’ wagon ‘RKCY 20609 G’.

RKDY 20802

14.11.1993 Repair ‘VEHICLE RECLASSIFY’.
14.11.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20802 C’
24.11.1995 Reclassified from wagon ‘RKDY 20802 G’ to ’ wagon ‘RKDF 20802 W’.

2.655 Wagon classification starting with ‘RKE’

RKEX 1

Details: wagon ‘RKEX 1 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 1 D
BSG Code: VXKI

Capacity of 54 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 1 D’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 2

Details: wagon ‘RKEX 2 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 2 M
BSG Code: VXKI

Capacity of 51 tonnes

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 2 M’
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 3

Details: wagon ‘RKEX 3 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX/VKEX3V
BSG Code: VXKI

Capacity of 51 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 3 V’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 4

Details: wagon ‘RKEX 4 D’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 4 H
BSG Code: VXKI

Capacity of 51 tonnes

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 4 H’

RKEX 5

Details: wagon ‘RKEX 5 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 5 Q
BSG Code: VXKI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 5 Q’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
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12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 6

Details: wagon ‘RKEX 6 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 6 C
BSG Code: VXKI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 6 C’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 7

Details: wagon ‘RKEX 7 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOEX/VKEX7L
BSG Code: VXKI

Capacity of 54 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 7 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 8

Details: wagon ‘RKEX 8 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 8 U
BSG Code: VXKI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 8 U’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 9

Details: wagon ‘RKEX 9 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX / VKEX 9 G
BSG Code: VXKI

Capacity of 51 tonnes

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

16.11.1995 Repair ‘VEHICLE RECLASSIFY’.
16.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 9 G’
12.12.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 10

Details: wagon ‘RKEX 10 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 10 C
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BSG Code: VXKI

Capacity of 54 tonnes

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 10 C’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 11

Details: wagon ‘RKEX 11 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 11 L
BSG Code: VXKI

Capacity of 54 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 11 L’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
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02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 12

Details: wagon ‘RKEX 12 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOEX/VKEX12U
BSG Code: VXKI

Capacity of 54 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 12 U’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 13

Details: wagon ‘RKEX 13 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 13 G
BSG Code: VXKI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 13 G’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 14

Details: wagon ‘RKEX 14 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 14 P
BSG Code: VXKI

Capacity of 51 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 14 P’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 15

Details: wagon ‘RKEX 15 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 15 B
BSG Code: VXKI

Capacity of 51 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 15 B’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 16

Details: wagon ‘RKEX 16 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX; EX VKEX 16 K
BSG Code: VXKI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 16 K’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 17

Details: wagon ‘RKEX 17 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 17 T
BSG Code: VXKI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 17 T’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

12.06.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 18

Details: wagon ‘RKEX 18 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX/VKEX18F
BSG Code: VXKI

Capacity of 54 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 18 F’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 19

Details: wagon ‘RKEX 19 K’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 19 Y
BSG Code: VXKI

Capacity of 51 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 19 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 20

Details: wagon ‘RKEX 20 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 20 K
BSG Code: VXKI

Capacity of 54 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 20 K’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 21

Details: wagon ‘RKEX 21 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX/VKEX21T
BSG Code: VXKI

Capacity of 54 tonnes

11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 21 T’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 22

Details: wagon ‘RKEX 22 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 22 F
BSG Code: VXKI

Capacity of 54 tonnes

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

28.06.1995 Repair ‘VEHICLE RECLASSIFY’.
28.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 22 F’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 23

Details: wagon ‘RKEX 23 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 23
BSG Code: VXKI

Capacity of 51 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 23 Y’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
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RKEX 24

Details: wagon ‘RKEX 24 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 24 A
BSG Code: VXKI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 24 A’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 25

Details: wagon ‘RKEX 25 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX; EX VKEX 25 J
BSG Code: VXKI

Capacity of 51 tonnes
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13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 25 J’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 26

Details: wagon ‘RKEX 26 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX/VKEX26S
BSG Code: VXKI

Capacity of 51 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 26 S’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 27

Details: wagon ‘RKEX 27 A’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
BSG Code: VXKI

Capacity of 51 tonnes

20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 27 E’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 28

Details: wagon ‘RKEX 28 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 28 N
BSG Code: VXKI

13229



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 51 tonnes

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 28 N’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 29

Details: wagon ‘RKEX 29 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 29 W
BSG Code: VXKI

Capacity of 54 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 29 W’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
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RKEX 30

Details: wagon ‘RKEX 30 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1972
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX
BSG Code: VXKI

Capacity of 51 tonnes

05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 30 S’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 31

Details: wagon ‘RKEX 31 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1972
Operating System: V/LINE
Intended Use: STEEL BULK
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Remarks: EX VKEX
BSG Code: VXKI

Capacity of 51 tonnes

05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 31 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 32

Details: wagon ‘RKEX 32 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX, EX VKEX 32
BSG Code: VXKI

Capacity of 51 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 32 N’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
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RKEX 33

Details: wagon ‘RKEX 33 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX/VKEX33W
BSG Code: VXKI

Capacity of 51 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 33 W’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 34

Details: wagon ‘RKEX 34 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 34 X
BSG Code: VXKI
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Capacity of 54 tonnes

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 34 X’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 35

Details: wagon ‘RKEX 35 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 35 R
BSG Code: VXKI

Capacity of 54 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 35 R’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKEX 36

Details: wagon ‘RKEX 36 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 36 D
BSG Code: VXKI

Capacity of 54 tonnes

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 36 D’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 37

Details: wagon ‘RKEX 37 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: STEEL BULK
Remarks: EX VKEX 37 M
BSG Code: VXKI

Capacity of 51 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 37 M’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 38

Details: wagon ‘RKEX 38 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 38 V
BSG Code: VXKI

Capacity of 54 tonnes

11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 38 V’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
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03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 39

Details: wagon ‘RKEX 39 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 39
BSG Code: VXKI

Capacity of 51 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 39 H’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 40

Details: wagon ‘RKEX 40 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: STEEL BULK
Remarks: EX VKEX 40 D
BSG Code: VXKI

Capacity of 54 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 40 D’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 41

Details: wagon ‘RKEX 41 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 41 M
BSG Code: VXKI

Capacity of 51 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

16.06.1995 Repair ‘VEHICLE RECLASSIFY’.
16.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 41 M’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

13238



2.655. Wagon classification starting with ‘RKE’

RKEX 42

Details: wagon ‘RKEX 42 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 42 V
BSG Code: VXKI

Capacity of 51 tonnes

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 42 V’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 43

Details: wagon ‘RKEX 43 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 43 H
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BSG Code: VXKI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 43 H’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.

RKEX 44

Details: wagon ‘RKEX 44 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 44 Q
BSG Code: VXKI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 44 Q’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
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RKEX 45

Details: wagon ‘RKEX 45 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 45 C
BSG Code: VXKI

Capacity of 54 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 45 C’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 46

Details: wagon ‘RKEX 46 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
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Intended Use: STEEL COIL
Remarks: EX VOEX/VKEX46L
BSG Code: VXKI

Capacity of 51 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 46 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 47

Details: wagon ‘RKEX 47 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX
BSG Code: VXKI

Capacity of 51 tonnes

05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 47 U’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 48

Details: wagon ‘RKEX 48 C’ in AN ‘Mainland Division’.

Owner: NRC

13242



2.655. Wagon classification starting with ‘RKE’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOEX; EX VKEX 48 G
BSG Code: VXKI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 48 G’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 49

Details: wagon ‘RKEX 49 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VKEX 49 P
BSG Code: VXKI

Capacity of 54 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 49 P’
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 50

Details: wagon ‘RKEX 50 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKEX 50 L
BSG Code: VXKI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKEX 50 L’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 83

Details: wagon ‘RKEX 83 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 83 L / ROJX 83 M
BSG Code: VXOZ

Capacity of 51 tonnes

07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROJX 83 M’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 114

Details: wagon ‘RKEX 114 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 114 R
BSG Code: VXOZ

Capacity of 51 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 114 R’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 157

Details: wagon ‘RKEX 157 X’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 157 H
BSG Code: VXOZ

Capacity of 51 tonnes

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 157 H’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 170

Details: wagon ‘RKEX 170 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 170 G
BSG Code: VXOZ

Capacity of 51 tonnes
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 170 G’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKEX 171

Details: wagon ‘RKEX 171 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 171 P
BSG Code: VXOZ

Capacity of 51 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 171 P’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 175

Details: wagon ‘RKEX 175 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 175F
BSG Code: VXOZ

Capacity of 51 tonnes

22.01.1990 Repair ‘SIDE STEP’.
22.01.1990 Repair ‘STEP’.
22.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 175 F’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1990 Repair ‘BRAKE LEVER’.
24.10.1990 Repair ‘END BRAKE COCK’.
24.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 175 F’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘BRANCH PIPE’.
12.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROBX 175 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.07.1994 Repair ‘VEHICLE RECLASSIFY’.
19.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 175 F’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 175 F’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 175 F’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 175 F’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.06.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 175 F’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 175 F’
23.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 175 F’
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15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 175 F’
13.06.1996 Repair ‘VEHICLE RECLASSIFY’.
13.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 175 F’
15.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RKEX 60188

Details: wagon ‘RKEX 60188 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX NQEX60188/NKEX60188V
BSG Code: NSFQ

Capacity of 53 tonnes

02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NKEX 60188 V’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKEX 60188 V’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.10.1995 Repair ‘VEHICLE RECLASSIFY’.
27.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKEX 60188 V’
11.11.1995 Repair ‘VEHICLE RECLASSIFY’.
11.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKEX 60188 V’
25.01.1996 Repair ‘VEHICLE COMPLETE’.
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2.656 Wagon classification starting with ‘RKF’

RKFX 1

Details: wagon ‘RKFX 1 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 16.03.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 06.07.1996
Last Brake Cylinder: 20.04.1989
Last Single Car Test: 21.04.1993
Last Lift: 23.05.1984

20.02.1986 Alteration complete ‘MODIFY ONE WAGON FOR STEEL TRANSPORT
ONE AOFX (TO BE SELECTED) (RS4130)’.

17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘SIDE BEARER’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE PULL ROD’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
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17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL
WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.

14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 1 X’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘VEHICLE COMPLETE’.
20.07.1992 Repair ‘WHEEL SET’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 1 X’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1993 Repair ‘TRAIN PIPE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 1 X’
21.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 2

Details: wagon ‘RKFX 2 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 11.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 17.11.1995
Last Brake Cylinder: 01.03.1989
Last Single Car Test: 15.11.1991
Last Lift: 07.07.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.08.1989 Repair ‘BRAKE PULL ROD’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.08.1989 Repair ‘TRAIN PIPE (END)’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 2 R’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘BRAKE PULL ROD’.
24.07.1990 Repair ‘BRANCH PIPE’.
24.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.07.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘SIDE MEMBER’.
24.07.1990 Repair ‘TRAIN PIPE’.
24.07.1990 Repair ‘YOKE CARRIER’.
24.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 2 R’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1991 Repair ‘BRANCH PIPE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘EMPTY LOAD VALVE’.
09.01.1991 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 2 R’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘BRAKE CONTROL PIPE’.
14.11.1991 Repair ‘COUPLER COMPLETE’.
14.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘TRAIN PIPE’.
14.11.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
14.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 2 R’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
08.09.1992 Repair ‘HANDBRAKE HANDLE’.
08.09.1992 Repair ‘HANDRAILS END’.
08.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 2 R’
12.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKFX 2 R’
24.02.1994 Repair ‘STANCHION’.
24.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 2 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 2 R’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.

RKFX 3

Details: wagon ‘RKFX 3 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.03.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 02.01.1996
Last Triple Valve: 31.05.1991
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 10.08.1993
Last Lift: 15.02.1985

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
23.11.1989 Repair ‘TRAIN PIPE’.
23.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 3 D’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
28.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.11.1989 Repair ‘EMPTY LOAD VALVE’.
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Repair ‘END HOSE’.
28.11.1989 Repair ‘GRADE CONTROL VALVE’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 3 D’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘STANCHION’.
22.10.1990 Repair ‘TRAIN PIPE (END)’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 3 D’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER COMPLETE’.
06.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1991 Repair ‘EMPTY LOAD VALVE’.
06.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 3 D’
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 3 D’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘STANCHION’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BRAKE LEVER’.
02.08.1993 Repair ‘HANDRAILS END’.
02.08.1993 Repair ‘STRIKING CASTING’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
05.10.1993 Repair ‘STEP’.
05.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 3 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 3 D’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 4

Details: wagon ‘RKFX 4 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 04.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 03.09.1996
Due Triple Valve: 01.02.1994
Last Single Car Test: 12.10.1993
Last Lift: 24.02.1984

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

17.10.1989 Repair ‘HANDRAILS END’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 4 M’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘BRAKE PULL ROD’.
19.10.1990 Repair ‘TRAIN PIPE (END)’.
19.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE COMPLETE’.
14.11.1990 Repair ‘BRAKE PULL ROD’.
14.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
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12.03.1991 Repair ‘TRAIN PIPE’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘COUPLER COMPLETE’.
19.09.1991 Repair ‘COUPLER KNUCKLE’.
19.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
09.12.1991 Repair ‘HANDRAILS’.
09.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 4 M’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
01.06.1992 Repair ‘VEHICLE STENCILS’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
19.05.1993 Repair ‘HANDRAILS’.
19.05.1993 Repair ‘HANDRAILS END’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKFX 4 M’
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE CONTROL PIPE’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 4 M’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
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RKFX 5

Details: wagon ‘RKFX 5 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 24.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 16.09.1995
Due Triple Valve: 26.10.1997
Last Brake Cylinder: 07.09.1991
Last Single Car Test: 25.03.1994
Last Lift: 26.10.1987

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

16.01.1990 Repair ‘SIDE MEMBER’.
16.01.1990 Repair ‘SIDE STEP’.
16.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
09.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1991 Repair ‘HANDRAILS END’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 5 V’
01.07.1991 Repair ‘END SILL’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘BRAKE PULL ROD’.
07.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 5 V’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
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29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE PULL ROD’.
13.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE SIDEFRAME’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKFX 5 V’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER COMPLETE’.
08.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.10.1992 Repair ‘END COMPLETE’.
08.10.1992 Repair ‘STEP’.
08.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1993 Repair ‘BRAKE BLOCK RB95’.
27.05.1993 Repair ‘BRAKE PULL ROD’.
27.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 5 V’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘BRANCH PIPE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘DRAFT GEAR POCKET’.
15.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1993 Repair ‘UNDERFRAME COMPLETE’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Repair ‘YOKE COMPLETE’.
15.12.1993 Repair ‘YOKE FOLLOWER’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
31.12.1993 Repair ‘HANDRAILS END’.
31.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 5 V’
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘HANDRAILS’.
25.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1994 Repair ‘TRAIN PIPE (END)’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.
(NRC052)’. New class: ‘RKFX’.

29.06.1994 Repair ‘VEHICLE RECLASSIFY’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 5 V’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 6

Details: wagon ‘RKFX 6 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 19.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 13.08.1995
Due Triple Valve: 01.01.1993
Last Brake Cylinder: 21.09.1992
Last Single Car Test: 04.05.1993
Last Lift: 01.01.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.
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06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘STANCHION’.
06.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
16.04.1990 Repair ‘VEHICLE COMPLETE’.
16.04.1990 Repair ‘VEHICLE STENCILS’.
16.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘DOOR COMPLETE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 6 H’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 6 H’
26.02.1992 Repair ‘VEHICLE STENCILS’.
26.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘STANCHION’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BRAKE BLOCK RB95’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1992 Repair ‘EMPTY LOAD VALVE’.
26.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 6 H’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1992 Repair ‘SIDE MEMBER’.
21.09.1992 Repair ‘WEAR PLATES & SADDLES’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 6 H’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE PULL ROD’.
05.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.04.1993 Repair ‘DRAFT GEAR POCKET’.
05.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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05.04.1993 Repair ‘SIDE BEARER’.
05.04.1993 Repair ‘STEP’.
05.04.1993 Repair ‘TRAIN PIPE (END)’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Repair ‘YOKE CARRIER’.
05.04.1993 Repair ‘YOKE COMPLETE’.
05.04.1993 Repair ‘YOKE FOLLOWER’.
05.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 6 H’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 7

Details: wagon ‘RKFX 7 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 03.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI
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Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 01.05.1996
Due Triple Valve: 01.06.1994
Last Brake Cylinder: 04.04.1991
Last Single Car Test: 22.12.1993
Last Lift: 20.06.1984

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

10.10.1989 Repair ‘SIDE STEP’.
10.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 7 Q’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.04.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 7 Q’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 7 Q’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘STANCHION’.
29.07.1991 Repair ‘UNDERFRAME COMPLETE’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
29.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKFX 7 Q’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 7 Q’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BRAKE CONTROL PIPE’.
11.05.1992 Repair ‘BRAKE LEVER’.
11.05.1992 Repair ‘TRAIN PIPE (END)’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 7 Q’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BRAKE BLOCK RB95’.
11.01.1993 Repair ‘COUPLER COMPLETE’.
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘EMPTY LOAD VALVE’.
11.01.1993 Repair ‘GRADE CONTROL VALVE’.
11.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 7 Q’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘BRAKE LEVER’.
22.12.1993 Repair ‘STANCHION’.
22.12.1993 Repair ‘TOP CENTRE PLATE’.
22.12.1993 Repair ‘TRAIN PIPE (END)’.
22.12.1993 Repair ‘VEHICLE COMPLETE’.
22.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 7 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 7 Q’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 8

Details: wagon ‘RKFX 8 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 16.09.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

13264



2.656. Wagon classification starting with ‘RKF’

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 30.05.1996
Due Triple Valve: 01.09.1989
Last Brake Cylinder: 02.01.1991
Last Single Car Test: 23.04.1993
Last Lift: 01.03.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

14.12.1989 Repair ‘END BRAKE COCK’.
14.12.1989 Repair ‘YOKE CARRIER’.
14.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 8 C’
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 8 C’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 8 C’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 8 C’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 8 C’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘BRANCH PIPE’.
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘SIDE BEARER’.
21.04.1993 Repair ‘SIDE BEARER’.
21.04.1993 Repair ‘SIDE BEARER’.
21.04.1993 Repair ‘STANCHION’.
21.04.1993 Repair ‘TRAIN PIPE (END)’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 8 C’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1994 Repair ‘WHEEL SET’.
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06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 8 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 8 C’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 9

Details: wagon ‘RKFX 9 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 28.06.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.08.1996
Last Triple Valve: 12.05.1992
Last Brake Cylinder: 12.05.1992
Last Lift: 26.03.1987

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

30.07.1989 Repair ‘HANDRAILS END’.
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30.07.1989 Repair ‘STEP’.
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 9 L’
17.12.1989 Repair ‘HANDRAILS END’.
17.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 9 L’
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKFX 9 L’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 9 L’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BRAKE BLOCK RB95’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 9 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 9 L’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 10

Details: wagon ‘RKFX 10 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 21.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.05.1995
Due Triple Valve: 01.07.1995
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.04.1993
Last Lift: 01.07.1985

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘HANDRAILS END’.
21.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 10 H’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘DRAFT GEAR POCKET’.
29.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 10 H’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘HANDRAILS END’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 10 H’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘HANDRAILS END’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 10 H’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 10 H’
30.07.1991 Repair ‘HANDBRAKE HANDLE’.
30.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 10 H’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘END BRAKE COCK’.
05.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 10 H’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 10 H’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1993 Repair ‘SIDE BEARER’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Repair ‘TOP CENTRE PLATE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 10 H’
16.01.1994 Repair ‘COUPLER KNUCKLE’.
16.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKFX 10 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 10 H’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 11

Details: wagon ‘RKFX 11 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 30.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 28.07.1995
Last Brake Cylinder: 29.06.1990
Last Single Car Test: 10.09.1992
Last Lift: 28.02.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘END COMPLETE’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 11 Q’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘END COMPLETE’.
22.03.1990 Repair ‘HANDRAILS END’.
22.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 11 Q’
18.04.1990 Repair ‘HANDRAILS END’.
18.04.1990 Repair ‘STEP’.
18.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 11 Q’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BRAKE PULL ROD’.
25.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1990 Repair ‘SIDE BEARER’.
25.06.1990 Repair ‘TOP CENTRE PLATE’.
25.06.1990 Repair ‘TRAIN PIPE (END)’.
25.06.1990 Repair ‘TRAIN PIPE’.
25.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 11 Q’
07.01.1991 Repair ‘BOGIE COMPLETE’.
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07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKFX 11 Q’

17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL
WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.

14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 11 Q’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 11 Q’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 11 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 11 Q’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 12

Details: wagon ‘RKFX 12 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 07.02.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI
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Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 04.07.1995
Last Triple Valve: 19.07.1991
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 14.01.1993
Last Lift: 15.10.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE COMPLETE’.
23.03.1990 Repair ‘BRAKE PULL ROD’.
23.03.1990 Repair ‘COUPLER KNUCKLE’.
23.03.1990 Repair ‘SIDE BEARER’.
23.03.1990 Repair ‘STANCHION’.
23.03.1990 Repair ‘TRAIN PIPE (END)’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
20.08.1990 Repair ‘CENTRE SILL’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘END SILL’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.07.1991 Repair ‘END BRAKE COCK’.
19.07.1991 Repair ‘TRAIN PIPE (END)’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
12.09.1991 Repair ‘STRIKING CASTING’.
12.09.1991 Repair ‘TRAIN PIPE (END)’.
12.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 12 C’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 12 C’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

RKFX 13

Details: wagon ‘RKFX 13 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 27.06.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 05.02.1996
Last Brake Cylinder: 21.09.1993
Last Single Car Test: 21.09.1993
Last Lift: 13.04.1984

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘DOOR FRAME’.
09.03.1990 Repair ‘TRAIN PIPE’.
09.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 13 L’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘GRADE CONTROL VALVE’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 13 L’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 13 L’
04.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 13 L’
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05.07.1991 Repair ‘STANCHION’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 13 L’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 13 L’
05.04.1992 Repair ‘VEHICLE COMPLETE’.
05.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 13 L’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BOGIE COMPLETE’.
03.04.1993 Repair ‘COUPLER COMPLETE’.
03.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 13 L’
02.07.1993 Repair ‘STEP’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 13 L’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘BRAKE LEVER’.
17.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1993 Repair ‘TRAIN PIPE’.
17.09.1993 Repair ‘UNDERFRAME COMPLETE’.
17.09.1993 Repair ‘VEHICLE COMPLETE’.
17.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 13 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 13 L’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 14

Details: wagon ‘RKFX 14 Y’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 14.06.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY
Return to Service Date: 09.08.1996
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 14.04.1993
Last Lift: 05.08.1982

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

21.08.1989 Repair ‘STEP’.
21.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1990 Repair ‘SIDE SILL’.
30.05.1990 Repair ‘STEP’.
30.05.1990 Repair ‘TOP CENTRE PLATE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 14 U’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE LEVER’.
31.07.1990 Repair ‘BRAKE PULL ROD’.
31.07.1990 Repair ‘BRANCH PIPE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘STANCHION’.
31.07.1990 Repair ‘TRAIN PIPE (END)’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
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29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 14 U’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
23.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1991 Repair ‘SIDE BEARER’.
23.08.1991 Repair ‘TOP CENTRE PLATE’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘YOKE COMPLETE’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 14 U’
01.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.06.1992 Repair ‘STEP’.
01.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
03.06.1992 Repair ‘BOGIE COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘VEHICLE STENCILS’.
03.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1992 Repair ‘TRAIN PIPE (END)’.
17.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘COUPLER COMPLETE’.
07.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Repair ‘STANCHION’.
07.04.1993 Repair ‘TRAIN PIPE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
12.03.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1994 Repair ‘COUPLER KNUCKLE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
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12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKFX 14 U’

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.
(NRC052)’. New class: ‘RKFX’.

15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
15.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 14 U’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 15

Details: wagon ‘RKFX 15 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 20.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.06.1995
Due Triple Valve: 08.09.1993
Last Brake Cylinder: 08.09.1992
Last Single Car Test: 16.12.1993
Last Lift: 03.08.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE SPRING’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 15 G’
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 15 G’
30.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 15 G’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1990 Repair ‘HANDBRAKE HANDLE’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 15 G’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE COMPLETE’.
17.02.1992 Repair ‘BRAKE PULL ROD’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1992 Repair ‘TRAIN PIPE (END)’.
17.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
17.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
04.08.1992 Repair ‘HANDRAILS END’.
04.08.1992 Repair ‘STEP’.
04.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 15 G’
28.08.1992 Repair ‘BOGIE BEARINGS’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 15 G’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
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08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 15 G’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 15 G’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘BRAKE PULL ROD’.
15.04.1993 Repair ‘BRANCH PIPE’.
15.04.1993 Repair ‘SIDE BEARER’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Repair ‘TRAIN PIPE (END)’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
21.04.1993 Repair ‘COUPLER COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘BRAKE LEVER’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE LEVER’.
15.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1993 Repair ‘YOKE CARRIER’.
15.12.1993 Repair ‘YOKE COMPLETE’.
15.12.1993 Repair ‘YOKE PIN’.
15.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 15 G’
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07.09.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 16

Details: wagon ‘RKFX 16 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 22.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 06.08.1996
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 27.09.1993
Last Single Car Test: 27.09.1993
Last Lift: 07.06.1985

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
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16.07.1990 Repair ‘HANDRAILS END’.
16.07.1990 Repair ‘SIDE STEP’.
16.07.1990 Repair ‘STEP’.
16.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1990 Repair ‘VEHICLE COMPLETE’.
16.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 16 P’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 16 P’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 16 P’
20.04.1992 Repair ‘HANDRAILS’.
20.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 16 P’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘STEP’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
23.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKFX 16 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 16 P’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 17

Details: wagon ‘RKFX 17 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.06.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.05.1996
Due Triple Valve: 04.04.1990
Last Triple Valve: 06.04.1993
Last Brake Cylinder: 04.07.1991
Last Single Car Test: 26.11.1993
Last Lift: 15.04.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

21.08.1989 Repair ‘HANDRAILS END’.
21.08.1989 Repair ‘STEP’.
21.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 17 B’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘BRAKE PULL ROD’.
16.10.1990 Repair ‘BRANCH PIPE’.
16.10.1990 Repair ‘STANCHION’.
16.10.1990 Repair ‘STANCHION’.
16.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘COUPLER COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 17 B’
16.07.1991 Repair ‘VEHICLE COMPLETE’.
16.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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23.07.1991 Repair ‘BRAKE BLOCK RB95’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘YOKE CARRIER’.
23.07.1991 Repair ‘YOKE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 17 B’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER COMPLETE’.
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 17 B’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘STANCHION’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 17 B’
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘BRAKE PULL ROD’.
24.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.03.1993 Repair ‘DRAFT GEAR POCKET’.
24.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.03.1993 Repair ‘SIDE BEARER’.
24.03.1993 Repair ‘TOP CENTRE PLATE’.
24.03.1993 Repair ‘TRAIN PIPE (END)’.
24.03.1993 Repair ‘TRAIN PIPE’.
24.03.1993 Repair ‘YOKE COMPLETE’.
24.03.1993 Repair ‘YOKE FOLLOWER’.
24.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘EMPTY LOAD VALVE’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘STANCHION’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BEARINGS’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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24.11.1993 Repair ‘BOGIE COMPLETE’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘STANCHION’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 17 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Repair ‘VEHICLE RENUMBERED’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 17 B’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 18

Details: wagon ‘RKFX 18 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 15.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 09.08.1996
Last Brake Cylinder: 01.06.1993
Last Single Car Test: 01.06.1993

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘END BRAKE COCK’.
21.12.1989 Repair ‘STANCHION’.
21.12.1989 Repair ‘TRAIN PIPE (END)’.
21.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘ISOLATING COCK’.
27.02.1990 Repair ‘TRAIN PIPE’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
13.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1990 Repair ‘TOP CENTRE PLATE’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
16.05.1991 Repair ‘HANDRAILS’.
16.05.1991 Repair ‘SIDE STEP’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘STANCHION’.
27.05.1992 Repair ‘VEHICLE COMPLETE’.
27.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE PULL ROD’.
31.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 18 K’
02.12.1993 Repair ‘HANDRAILS END’.
02.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 18 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKFX 18 K’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 19

Details: wagon ‘RKFX 19 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 07.04.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 28.09.1995
Last Triple Valve: 02.02.1991
Last Brake Cylinder: 13.05.1993
Last Single Car Test: 15.09.1993
Last Lift: 09.07.1982

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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17.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 19 T’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 19 T’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘BRAKE PULL ROD’.
06.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 19 T’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘BRANCH PIPE’.
07.09.1990 Repair ‘COUPLER KNUCKLE’.
07.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 19 T’
13.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 19 T’
02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 19 T’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 19 T’
27.03.1992 Repair ‘TOP CENTRE PLATE’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 19 T’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BEARERS’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1992 Repair ‘TOP CENTRE PLATE’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 19 T’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
10.02.1993 Repair ‘COUPLER COMPLETE’.
10.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Repair ‘HANDBRAKE HANDLE’.
10.02.1993 Repair ‘TRAIN PIPE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 19 T’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BRAKE CONTROL PIPE’.
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13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1993 Repair ‘WHEEL SET’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 19 T’
14.07.1993 Repair ‘STEP’.
14.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 19 T’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1993 Repair ‘BOGIE COMPLETE’.
10.09.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Repair ‘BRAKE PULL ROD’.
10.09.1993 Repair ‘COUPLER COMPLETE’.
10.09.1993 Repair ‘TRAIN PIPE’.
10.09.1993 Repair ‘UNDERFRAME COMPLETE’.
10.09.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 19 T’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BODY COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 19 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKFX 19 T’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 20

Details: wagon ‘RKFX 20 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 23.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 02.07.1996
Last Brake Cylinder: 14.06.1990
Last Single Car Test: 04.05.1992
Last Lift: 01.02.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 20 P’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRANCH PIPE’.
14.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 20 P’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘BRAKE PULL ROD’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1992 Repair ‘SIDE BEARER’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 20 P’
26.07.1993 Repair ‘STEP’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 20 P’
24.09.1993 Repair ‘STEP’.
24.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 20 P’
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Repair ‘BRAKE PULL ROD’.
15.10.1993 Repair ‘COUPLER COMPLETE’.
15.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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15.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1993 Repair ‘VEHICLE COMPLETE’.
15.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 20 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
14.07.1994 Repair ‘VEHICLE RECLASSIFY’.
14.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 20 P’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 21

Details: wagon ‘RKFX 21 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 31.05.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.08.1996
Last Triple Valve: 01.07.1989
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 09.12.1993
Last Lift: 01.08.1983
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04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 21 B’
23.03.1990 Repair ‘COUPLER KNUCKLE’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
30.07.1990 Repair ‘GRADE CONTROL VALVE’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
06.09.1990 Repair ‘BOGIE BEARERS’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 21 B’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
05.12.1991 Repair ‘HANDBRAKE HANDLE’.
05.12.1991 Repair ‘TRAIN PIPE (END)’.
05.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1991 Repair ‘YOKE CARRIER’.
05.12.1991 Repair ‘YOKE COMPLETE’.
05.12.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE PIN’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘STANCHION’.
08.12.1993 Repair ‘TRAIN PIPE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 21 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
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16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKFX 21 B’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 22

Details: wagon ‘RKFX 22 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 24.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.07.1996
Last Single Car Test: 06.04.1993
Last Lift: 01.09.1984

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.
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30.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BRAKE PULL ROD’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘STANCHION’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 22 K’
11.08.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘VEHICLE STENCILS’.
11.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1992 Repair ‘BRAKE BLOCK RB95’.
09.09.1992 Repair ‘BRAKE PULL ROD’.
09.09.1992 Repair ‘DOOR FRAME’.
09.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 22 K’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
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04.05.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 23

Details: wagon ‘RKFX 23 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 06.08.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 04.06.1996
Last Brake Cylinder: 23.06.1993
Last Single Car Test: 23.06.1993
Last Lift: 01.06.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘RELAY VALVE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 23 T’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE LEVER’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘BRANCH PIPE’.
12.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1990 Repair ‘STANCHION’.
12.07.1990 Repair ‘STEP’.
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12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 23 T’
20.10.1990 Repair ‘SIDE STEP’.
20.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 23 T’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 23 T’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1991 Repair ‘STEP’.
07.06.1991 Repair ‘STRIKING CASTING’.
07.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 23 T’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 23 T’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘COUPLER COMPLETE’.
28.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.05.1992 Repair ‘TRAIN PIPE (END)’.
28.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 23 T’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1993 Repair ‘SIDE BEARER’.
17.04.1993 Repair ‘STANCHION’.
17.04.1993 Repair ‘TOP CENTRE PLATE’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘YOKE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 23 T’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BRAKE CONTROL PIPE’.
22.06.1993 Repair ‘DRAFT GEAR POCKET’.
22.06.1993 Repair ‘END HOSE’.
22.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1993 Repair ‘TRAIN PIPE’.
22.06.1993 Repair ‘VEHICLE COMPLETE’.
22.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 23 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
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02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 23 T’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 23 T’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 24

Details: wagon ‘RKFX 24 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 14.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 18.10.1995
Due Triple Valve: 01.05.1989
Last Brake Cylinder: 04.09.1991
Last Single Car Test: 15.04.1993
Last Lift: 09.05.1984
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04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘TRAIN PIPE (END)’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 24 F’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE LEVER’.
23.10.1989 Repair ‘BRAKE PULL ROD’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 24 F’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRAKE PULL ROD’.
27.03.1990 Repair ‘BRANCH PIPE’.
27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1990 Repair ‘STANCHION’.
27.03.1990 Repair ‘YOKE COMPLETE’.
27.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 24 F’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘TRAIN PIPE (END)’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 24 F’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘EMPTY LOAD VALVE’.
11.07.1991 Repair ‘END BRAKE COCK’.
11.07.1991 Repair ‘GRADE CONTROL VALVE’.
11.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1991 Repair ‘STRIKING CASTING’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 24 F’
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 24 F’
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 24 F’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘END BRAKE COCK’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 24 F’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BRAKE PULL ROD’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
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19.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1993 Repair ‘TRAIN PIPE (END)’.
19.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 24 F’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘STANCHION’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 24 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKFX 24 F’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.

RKFX 25

Details: wagon ‘RKFX 25 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 09.09.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.07.1996
Last Triple Valve: 27.01.1990
Last Brake Cylinder: 20.12.1993
Last Single Car Test: 20.12.1993
Last Lift: 30.03.1982

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

27.09.1989 Repair ‘STANCHION’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
16.10.1989 Repair ‘YOKE CARRIER’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
20.10.1989 Repair ‘COUPLER COMPLETE’.
20.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1990 Repair ‘BRAKE BLOCK RB95’.
27.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1990 Repair ‘SIDE BEARER’.
27.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 25 Y’
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 25 Y’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.11.1991 Repair ‘BRAKE LEVER’.
11.11.1991 Repair ‘CENTRE SILL’.
11.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.11.1991 Repair ‘DRAFT GEAR POCKET’.
11.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1991 Repair ‘END HOSE’.
11.11.1991 Repair ‘TRAIN PIPE (END)’.
11.11.1991 Repair ‘TRAIN PIPE’.
11.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1991 Repair ‘YOKE COMPLETE’.
11.11.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
11.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
12.08.1992 Repair ‘BOGIE COMPLETE’.

13299



2. TIMS GROUP INFORMATION - WAGONS

12.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.08.1992 Repair ‘YOKE FOLLOWER’.
12.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKFX 25 Y’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
06.10.1993 Repair ‘HANDRAILS’.
06.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 25 Y’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 25 Y’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BOGIE COMPLETE’.
18.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 25 Y’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 26

Details: wagon ‘RKFX 26 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 01.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 31.05.1995
Last Brake Cylinder: 17.03.1989
Last Single Car Test: 02.04.1993
Last Lift: 02.03.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 26 A’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE COMPLETE’.
31.01.1992 Repair ‘TRAIN PIPE’.
31.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 26 A’
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 26 A’
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘VEHICLE STENCILS’.
11.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 26 A’
12.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.08.1992 Repair ‘VEHICLE COMPLETE’.
12.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 26 A’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BODY COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘YOKE COMPLETE’.
18.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 26 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 26 A’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 26 A’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 27

Details: wagon ‘RKFX 27 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 11.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI
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Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 17.02.1996
Last Brake Cylinder: 15.09.1988
Last Single Car Test: 29.06.1992
Last Lift: 07.07.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 27 J’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘BRAKE LEVER’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.
30.01.1992 Repair ‘YOKE COMPLETE’.
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 27 J’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘WEAR PLATES & SADDLES’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 27 J’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.06.1992 Repair ‘SIDE STEP’.
22.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 27 J’
20.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1993 Repair ‘BRANCH PIPE’.
20.03.1993 Repair ‘VEHICLE STENCILS’.
20.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 27 J’
20.11.1993 Repair ‘HANDRAILS END’.
20.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 27 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 27 J’
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10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 27 J’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 28

Details: wagon ‘RKFX 28 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 27.05.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.03.1996
Due Triple Valve: 01.05.1994
Last Single Car Test: 15.04.1993
Last Lift: 22.05.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘BRAKE PULL ROD’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Repair ‘TRAIN PIPE (END)’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 28 S’
19.08.1991 Repair ‘STANCHION’.
19.08.1991 Repair ‘STRIKING CASTING’.
19.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 28 S’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.02.1992 Repair ‘SIDE STEP’.
06.02.1992 Repair ‘TRAIN PIPE (END)’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Repair ‘VEHICLE STENCILS’.
06.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 28 S’
04.09.1992 Repair ‘END BRAKE COCK’.
04.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 28 S’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘COUPLER COMPLETE’.
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 28 S’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 28 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
04.07.1994 Repair ‘VEHICLE RECLASSIFY’.
04.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 28 S’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
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23.03.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 29

Details: wagon ‘RKFX 29 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 09.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 06.05.1996
Last Brake Cylinder: 13.06.1989
Last Single Car Test: 15.12.1993
Last Lift: 23.12.1981

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1990 Repair ‘END BRAKE COCK’.
17.10.1990 Repair ‘END HOSE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Repair ‘SIDE MEMBER’.
17.10.1990 Repair ‘TRAIN PIPE (END)’.
17.10.1990 Repair ‘TRAIN PIPE’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 29 E’
14.04.1991 Repair ‘VEHICLE COMPLETE’.
14.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 29 E’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 29 E’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
24.03.1993 Repair ‘STEP’.
24.03.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AKFX 29 E’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘BRAKE CONTROL PIPE’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1993 Repair ‘SIDE STEP’.
15.12.1993 Repair ‘STEP’.
15.12.1993 Repair ‘TRAIN PIPE’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 29 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 29 E’
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 29 E’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 30

Details: wagon ‘RKFX 30 R’ in AN ‘Mainland Division’.

Owner: AN

13307



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 26.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.07.1996
Last Triple Valve: 20.12.1993
Last Brake Cylinder: 01.10.1992
Last Single Car Test: 20.12.1993
Last Lift: 24.01.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER COMPLETE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘END SILL’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HANDRAILS’.
15.08.1989 Repair ‘HANDRAILS END’.
15.08.1989 Repair ‘SIDE STEP’.
15.08.1989 Repair ‘STEP’.
15.08.1989 Repair ‘VEHICLE COMPLETE’.
15.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘EMPTY LOAD VALVE’.
29.03.1990 Repair ‘GRADE CONTROL VALVE’.
29.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
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03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRANCH PIPE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
22.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 30 A’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1992 Repair ‘TRAIN PIPE’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 30 A’
08.09.1992 Repair ‘BOGIE BEARINGS’.
08.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 30 A’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
14.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1992 Repair ‘VEHICLE STENCILS’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1992 Repair ‘STEP’.
30.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 30 A’
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08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1993 Repair ‘BOGIE COMPLETE’.
08.11.1993 Repair ‘BRAKE PULL ROD’.
08.11.1993 Repair ‘SIDE BEARER’.
08.11.1993 Repair ‘STEP’.
08.11.1993 Repair ‘TOP CENTRE PLATE’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Repair ‘WEAR PLATES & SADDLES’.
08.11.1993 Repair ‘WHEEL SET’.
08.11.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
08.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 30 A’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘CARD OR CLIP HOLDER’.
18.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1993 Repair ‘HANDRAILS END’.
18.12.1993 Repair ‘STANCHION’.
18.12.1993 Repair ‘STEP’.
18.12.1993 Repair ‘TRAIN PIPE (END)’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 30 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
13.04.1994 Repair ‘COUPLER TRIGGER LEVER’.
13.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 30 A’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 30 A’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 30 A’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKFX 31

Details: wagon ‘RKFX 31 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 20.03.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 02.09.1996
Last Brake Cylinder: 04.11.1992
Last Single Car Test: 21.04.1993
Last Lift: 17.07.1982

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘END BRAKE COCK’.
15.05.1990 Repair ‘TRAIN PIPE (END)’.
15.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 31 J’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.10.1990 Repair ‘SIDE BEARER’.
22.10.1990 Repair ‘YOKE COMPLETE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
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08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 31 J’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 31 J’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB95’.
19.10.1992 Repair ‘BRAKE PULL ROD’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1992 Repair ‘YOKE FOLLOWER’.
19.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Repair ‘TRAIN PIPE (END)’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 31 J’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 32

Details: wagon ‘RKFX 32 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 22.12.1969
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 21.08.1996
Last Brake Cylinder: 08.09.1992
Last Single Car Test: 06.04.1993
Last Lift: 16.04.1975

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1989 Repair ‘DRAFT GEAR POCKET’.
04.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 32 S’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Repair ‘WHEEL SET’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 32 S’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BEARINGS’.
23.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
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23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Repair ‘HANDRAILS END’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1990 Repair ‘VEHICLE COMPLETE’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 32 S’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘END HOSE’.
30.05.1991 Repair ‘TRAIN PIPE (END)’.
30.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 32 S’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘COUPLER COMPLETE’.
05.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.06.1992 Repair ‘END FRAME MEMBER’.
05.06.1992 Repair ‘TRAIN PIPE (END)’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 32 S’
18.08.1992 Repair ‘VEHICLE STENCILS’.
18.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 32 S’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1992 Repair ‘TRAIN PIPE (END)’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 32 S’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1993 Repair ‘BOGIE COMPLETE’.
03.04.1993 Repair ‘BRAKE BLOCK RB95’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 32 S’
23.08.1993 Repair ‘CENTRE SILL’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 32 S’
31.01.1994 Repair ‘STEP’.
31.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKFX 32 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘AKFX 32 S’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 33

Details: wagon ‘RKFX 33 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 15.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 17.02.1996
Last Single Car Test: 21.04.1993
Last Lift: 03.06.1986

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

12.10.1989 Repair ‘HANDRAILS’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 33 E’
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 33 E’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘STANCHION’.
07.11.1991 Repair ‘TRAIN PIPE (END)’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 33 E’
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17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL
WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.

29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 33 E’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRAKE PULL ROD’.
06.08.1992 Repair ‘END FRAME MEMBER’.
06.08.1992 Repair ‘STANCHION’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 33 E’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BRAKE BLOCK RB95’.
17.04.1993 Repair ‘BRAKE PULL ROD’.
17.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1993 Repair ‘STANCHION’.
17.04.1993 Repair ‘TRAIN PIPE (END)’.
17.04.1993 Repair ‘TRAIN PIPE’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘WHEEL SET’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 33 E’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 33 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 33 E’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 34

Details: wagon ‘RKFX 34 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.06.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 04.10.1995
Last Brake Cylinder: 14.07.1988
Last Single Car Test: 20.09.1988
Last Lift: 05.09.1984

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

10.12.1991 Repair ‘STANCHION’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
10.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 34 N’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘GRADE CONTROL VALVE’.
27.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 34 N’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.09.1992 Repair ‘COUPLER KNUCKLE’.
16.09.1992 Repair ‘EMPTY LOAD VALVE’.
16.09.1992 Repair ‘GRADE CONTROL VALVE’.
16.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1992 Repair ‘VEHICLE STENCILS’.
16.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 34 N’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘EMPTY LOAD VALVE’.
09.11.1992 Repair ‘GRADE CONTROL VALVE’.
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09.11.1992 Repair ‘WHEEL SET’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 34 N’
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 34 N’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 34 N’
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 34 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 34 N’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 35

Details: wagon ‘RKFX 35 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 06.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 19.10.1995
Due Triple Valve: 18.02.1989
Last Triple Valve: 21.06.1990
Last Brake Cylinder: 08.10.1992
Last Single Car Test: 08.10.1992
Last Lift: 01.12.1981

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE PULL ROD’.
16.03.1990 Repair ‘BRANCH PIPE’.
16.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1990 Repair ‘END BRAKE COCK’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Repair ‘YOKE COMPLETE’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.06.1990 Repair ‘END BRAKE COCK’.
15.06.1990 Repair ‘STANCHION’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
03.08.1990 Repair ‘STEP’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘YOKE CARRIER’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 35 W’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BRANCH PIPE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Repair ‘WEAR PLATES & SADDLES’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 35 W’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘EMPTY LOAD VALVE’.
11.07.1991 Repair ‘GRADE CONTROL VALVE’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 35 W’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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24.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKFX 35 W’

12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Repair ‘TRAIN PIPE’.
12.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1992 Repair ‘BRAKE LEVER’.
01.10.1992 Repair ‘BRAKE PULL ROD’.
01.10.1992 Repair ‘BRANCH PIPE’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘TRAIN PIPE’.
01.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 35 W’
19.08.1994 Repair ‘VEHICLE RECLASSIFY’.
19.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 35 W’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.

RKFX 36

Details: wagon ‘RKFX 36 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.06.1996
Last Single Car Test: 03.11.1992
Last Lift: 01.07.1981

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

20.05.1990 Repair ‘BRAKE BLOCK RB95’.
20.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKFX 36 X’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.10.1990 Repair ‘SIDE BEARER’.
01.10.1990 Repair ‘STANCHION’.
01.10.1990 Repair ‘STRIKING CASTING’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 36 X’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Repair ‘NYLON HOSE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘STANCHION’.
09.05.1991 Repair ‘STANCHION’.
09.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 36 X’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 36 X’
20.04.1992 Repair ‘BRAKE PULL ROD’.
20.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 36 X’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1992 Repair ‘BRAKE PULL ROD’.
12.10.1992 Repair ‘COUPLER COMPLETE’.
12.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1992 Repair ‘SIDE BEARER’.
12.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 36 X’
10.06.1993 Repair ‘COUPLER COMPLETE’.
10.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 36 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 36 X’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 37

Details: wagon ‘RKFX 37 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 11.06.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 07.08.1996
Last Brake Cylinder: 16.03.1988
Last Single Car Test: 07.04.1993
Last Lift: 16.12.1985

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘SIDE BEARER’.
25.10.1990 Repair ‘STANCHION’.
25.10.1990 Repair ‘TOP CENTRE PLATE’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 37 R’
24.06.1991 Repair ‘VEHICLE COMPLETE’.
24.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 37 R’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘B.K. SLACK ADJUSTER COMPLETE’.
21.11.1991 Repair ‘BRAKE BLOCK RB95’.
21.11.1991 Repair ‘BRAKE PULL ROD’.
21.11.1991 Repair ‘SIDE BEARER’.
21.11.1991 Repair ‘STANCHION’.
21.11.1991 Repair ‘TRAIN PIPE (END)’.
21.11.1991 Repair ‘TRANSOM’.
21.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 37 R’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘TRAIN PIPE (END)’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 37 R’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARERS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE LEVER’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘TOP CENTRE PLATE’.
27.10.1992 Repair ‘TRAIN PIPE’.
27.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 37 R’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘END BRAKE COCK’.
19.03.1993 Repair ‘END HOSE’.
19.03.1993 Repair ‘TRAIN PIPE (END)’.
19.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 37 R’
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 37 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.
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(NRC052)’. New class: ‘RKFX’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 37 R’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 37 R’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 38

Details: wagon ‘RKFX 38 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 22.06.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 01.04.1996
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 05.10.1993
Last Lift: 08.03.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.
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04.01.1990 Repair ‘STANCHION’.
04.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 38 D’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRANCH PIPE’.
07.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 38 D’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 38 D’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE LEVER’.
15.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Repair ‘TRAIN PIPE (END)’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 38 D’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BOGIE WEAR PLATES’.
29.09.1993 Repair ‘BRAKE PULL ROD’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘TRAIN PIPE’.
29.09.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 38 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 38 D’
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 38 D’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 39

Details: wagon ‘RKFX 39 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 22.12.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.06.1995
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 18.05.1993
Last Lift: 30.09.1983

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

26.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
30.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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05.06.1991 Repair ‘STANCHION’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 39 M’
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 39 M’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE LEVER’.
27.06.1991 Repair ‘BRAKE PULL ROD’.
27.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 39 M’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘BRAKE LEVER’.
13.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1993 Repair ‘TRAIN PIPE (END)’.
13.05.1993 Repair ‘VEHICLE COMPLETE’.
13.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
16.09.1993 Repair ‘STEP’.
16.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 39 M’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKFX 40

Details: wagon ‘RKFX 40 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 28.01.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 13.09.1995
Last Brake Cylinder: 16.08.1991
Last Single Car Test: 13.12.1993
Last Lift: 29.08.1977

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Repair ‘BRAKE CONTROL PIPE’.
08.02.1991 Repair ‘BRAKE LEVER’.
08.02.1991 Repair ‘BRAKE PULL ROD’.
08.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 40 X’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1991 Repair ‘LASHING POINT’.
24.07.1991 Repair ‘STANCHION’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 40 X’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
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15.08.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘COUPLER COMPLETE’.
15.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.08.1991 Repair ‘DRAFT GEAR POCKET’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘TOP CENTRE PLATE’.
15.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1991 Repair ‘YOKE CARRIER’.
15.08.1991 Repair ‘YOKE COMPLETE’.
15.08.1991 Repair ‘YOKE FOLLOWER’.
15.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 40 X’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 40 X’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER COMPLETE’.
21.05.1993 Repair ‘END BRAKE COCK’.
21.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1993 Repair ‘SIDE MEMBER’.
21.05.1993 Repair ‘TRAIN PIPE’.
21.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 40 X’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘SIDE BEARER’.
11.12.1993 Repair ‘STEP’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 40 X’
18.01.1994 Repair ‘END BRAKE COCK’.
18.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 40 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 40 X’
16.08.1994 Repair ‘VEHICLE RECLASSIFY’.
16.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 40 X’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKFX 41

Details: wagon ‘RKFX 41 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 02.03.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 08.08.1996
Due Triple Valve: 01.04.1997
Last Triple Valve: 23.03.1993
Last Brake Cylinder: 23.01.1991
Last Single Car Test: 21.04.1993
Last Lift: 03.04.1987

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRAKE PULL ROD’.
22.03.1990 Repair ‘SIDE BEARER’.
22.03.1990 Repair ‘TRAIN PIPE’.
22.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BODY COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘STANCHION’.
19.12.1990 Repair ‘WEAR PLATES & SADDLES’.
19.12.1990 Repair ‘YOKE COMPLETE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 41 R’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘YOKE COMPLETE’.
23.01.1991 Repair ‘YOKE FOLLOWER’.
23.01.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 41 R’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BRAKE PULL ROD’.
28.02.1992 Repair ‘EMPTY LOAD VALVE’.
28.02.1992 Repair ‘SIDE BEARER’.
28.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1992 Repair ‘VEHICLE STENCILS’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 41 R’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BRANCH PIPE’.
04.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE BLOCK RB95’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 41 R’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 42

Details: wagon ‘RKFX 42 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 19.07.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AOFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.08.1996
Last Brake Cylinder: 06.02.1991
Last Single Car Test: 13.10.1988
Last Lift: 18.05.1984

04.09.1987 Alteration complete ‘MODIFY 40 AOFX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKFX 2 - 11 INCL. 13 - 42 INCLUSIVE. AOFX AS SELECTED. SEE
RS4207 FOR ‘AKFX 12’ (RS4221)’. New class: ‘AKFX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 42 D’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.02.1991 Repair ‘HANDRAILS END’.
06.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 42 D’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 42 D’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BRAKE LEVER’.
07.11.1991 Repair ‘END COMPLETE’.
07.11.1991 Repair ‘END COMPLETE’.
07.11.1991 Repair ‘END FRAME MEMBER’.
07.11.1991 Repair ‘END HOSE’.
07.11.1991 Repair ‘END SHEETING’.
07.11.1991 Repair ‘FLOOR BOARDS’.
07.11.1991 Repair ‘HANDRAILS END’.
07.11.1991 Repair ‘SIDE MEMBER’.
07.11.1991 Repair ‘SIDE SHEET’.
07.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKFX 42 D’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 42 D’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 43

Details: wagon ‘RKFX 43 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 17.04.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.08.1996
Due Triple Valve: 18.03.1994
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 10.02.1994

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
13.11.1989 Repair ‘END HOSE’.
13.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 43 M’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.02.1990 Repair ‘TRAIN PIPE (END)’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 43 M’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘STANCHION’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 43 M’
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03.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 43 M’
06.06.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 43 M’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.07.1991 Repair ‘YOKE COMPLETE’.
08.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
13.07.1991 Repair ‘BOGIE COMPLETE’.
13.07.1991 Repair ‘VEHICLE COMPLETE’.
13.07.1991 Repair ‘VEHICLE STENCILS’.
13.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKFX 43 M’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 43 M’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘SIDE BEARER’.
24.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1992 Repair ‘WEAR PLATES & SADDLES’.
24.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘VEHICLE STENCILS’.
16.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKFX 43 M’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BOGIE COMPLETE’.
09.02.1994 Repair ‘BRAKE PULL ROD’.
09.02.1994 Repair ‘SIDE BEARER’.
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
14.07.1994 Repair ‘VEHICLE RECLASSIFY’.
14.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 43 M’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 44

Details: wagon ‘RKFX 44 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 23.02.1972
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 03.04.1995
Last Brake Cylinder: 10.07.1992
Last Single Car Test: 22.06.1992
Last Lift: 07.03.1984

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 44 V’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 44 V’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘STANCHION’.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 44 V’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1992 Repair ‘VEHICLE STENCILS’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 44 V’
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Repair ‘STEP’.
03.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 44 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 44 V’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 45

Details: wagon ‘RKFX 45 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 26.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 27.06.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.07.1996
Last Triple Valve: 06.04.1993
Last Single Car Test: 06.04.1993
Last Lift: 14.12.1982

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 45 H’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 45 H’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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05.04.1993 Repair ‘SIDE BEARER’.
05.04.1993 Repair ‘STANCHION’.
05.04.1993 Repair ‘STANCHION’.
05.04.1993 Repair ‘TRAIN PIPE (END)’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 45 H’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘DRAFT GEAR POCKET’.
14.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 45 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 45 H’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 46

Details: wagon ‘RKFX 46 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 12.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.08.1996
Due Triple Valve: 01.08.1992
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 24.05.1993
Last Lift: 09.08.1982

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

10.07.1989 Repair ‘HANDRAILS’.
10.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 46 Q’
22.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1990 Repair ‘BRAKE LEVER’.
22.12.1990 Repair ‘BRAKE PULL ROD’.
22.12.1990 Repair ‘BRANCH PIPE’.
22.12.1990 Repair ‘COUPLER COMPLETE’.
22.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1990 Repair ‘COUPLER KNUCKLE’.
22.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.12.1990 Repair ‘EMPTY LOAD VALVE’.
22.12.1990 Repair ‘GRADE CONTROL VALVE’.
22.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1990 Repair ‘HANDRAILS END’.
22.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1990 Repair ‘STRIKING CASTING’.
22.12.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
22.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 46 Q’
24.10.1991 Repair ‘END BRAKE COCK’.
24.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 46 Q’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 46 Q’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘TRAIN PIPE’.
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25.02.1993 Repair ‘VEHICLE STENCILS’.
25.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKFX 46 Q’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1993 Repair ‘BRAKE PULL ROD’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 46 Q’
25.01.1994 Repair ‘STEP’.
25.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 46 Q’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 46 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKFX 46 Q’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 47

Details: wagon ‘RKFX 47 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
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Date Built: 18.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.08.1995
Last Single Car Test: 19.05.1993
Last Lift: 14.04.1982

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON
‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.

09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘HANDBRAKE HANDLE’.
09.07.1992 Repair ‘SIDE BEARER’.
09.07.1992 Repair ‘TRAIN PIPE’.
09.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1992 Repair ‘WEAR PLATES & SADDLES’.
09.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 47 C’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE CONTROL PIPE’.
12.01.1993 Repair ‘END BRAKE COCK’.
12.01.1993 Repair ‘TRAIN PIPE (END)’.
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 47 C’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘TRAIN PIPE (END)’.
18.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 47 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKFX 47 C’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKFX 48

Details: wagon ‘RKFX 48 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 25.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 09.04.1996
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 01.12.1982

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

12.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 48 L’
20.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 48 L’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
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19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 48 L’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1991 Repair ‘EMPTY LOAD VALVE’.
14.05.1991 Repair ‘END BRAKE COCK’.
14.05.1991 Repair ‘END HOSE’.
14.05.1991 Repair ‘GRADE CONTROL VALVE’.
14.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1991 Repair ‘TOP CENTRE PLATE’.
14.05.1991 Repair ‘TRAIN PIPE (END)’.
14.05.1991 Repair ‘YOKE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 48 L’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRANCH PIPE’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 48 L’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘BRANCH PIPE’.
22.11.1993 Repair ‘END HOSE’.
22.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1993 Repair ‘SIDE BEARER’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
22.11.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
22.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
15.03.1994 Repair ‘BOGIE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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11.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 48 L’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 49

Details: wagon ‘RKFX 49 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 17.04.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 17.08.1996
Last Triple Valve: 04.05.1992
Last Brake Cylinder: 27.09.1991
Last Single Car Test: 21.04.1993
Last Lift: 11.08.1976

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘BRANCH PIPE’.
21.08.1989 Repair ‘EMPTY LOAD VALVE’.
21.08.1989 Repair ‘RELAY VALVE’.
21.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 49 U’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1989 Repair ‘STANCHION’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘COUPLER COMPLETE’.
07.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1990 Repair ‘SIDE BEARER’.
07.05.1990 Repair ‘TOP CENTRE PLATE’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 49 U’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘STANCHION’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘STEP’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 49 U’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Repair ‘STANCHION’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
03.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1992 Repair ‘BOGIE COMPLETE’.
03.05.1992 Repair ‘BRAKE CONTROL PIPE’.
03.05.1992 Repair ‘BRAKE PULL ROD’.
03.05.1992 Repair ‘BRANCH PIPE’.
03.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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03.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 49 U’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Repair ‘VEHICLE RETARE’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
17.10.1992 Repair ‘SIDE COMPLETE’.
17.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 49 U’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 49 U’
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 49 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 49 U’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 50

Details: wagon ‘RKFX 50 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 26.05.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 21.08.1996
Due Triple Valve: 01.03.1992
Last Triple Valve: 14.04.1993
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 12.03.1994
Last Lift: 01.06.1987

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 50 Q’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 50 Q’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘EMPTY LOAD VALVE’.
15.06.1990 Repair ‘GRADE CONTROL VALVE’.
15.06.1990 Repair ‘HANDRAILS END’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 50 Q’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.09.1991 Repair ‘BRAKE CONTROL PIPE’.
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Repair ‘DRAFT GEAR POCKET’.
12.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1991 Repair ‘END FRAME MEMBER’.
12.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1991 Repair ‘STANCHION’.
12.09.1991 Repair ‘TRAIN PIPE (END)’.
12.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1991 Repair ‘YOKE COMPLETE’.
12.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 50 Q’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 50 Q’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BEARERS’.
26.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE CONTROL PIPE’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.11.1992 Repair ‘END COMPLETE’.
26.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘SIDE BEARER’.
26.11.1992 Repair ‘STANCHION’.
26.11.1992 Repair ‘STEP’.
26.11.1992 Repair ‘TOP CENTRE PLATE’.
26.11.1992 Repair ‘TRAIN PIPE (END)’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 50 Q’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 50 Q’
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1994 Repair ‘BRAKE BLOCK RB95’.
12.03.1994 Repair ‘BRAKE PULL ROD’.
12.03.1994 Repair ‘HANDRAILS END’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 50 Q’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.
(NRC052)’. New class: ‘RKFX’.

05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 50 Q’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 51

Details: wagon ‘RKFX 51 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 26.07.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 04.01.1996
Last Triple Valve: 08.06.1993
Last Brake Cylinder: 11.07.1990
Last Single Car Test: 08.03.1994
Last Lift: 21.12.1981

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING

13350



2.656. Wagon classification starting with ‘RKF’

NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘END HOSE’.
09.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
09.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘TRAIN PIPE (END)’.
24.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
27.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
13.02.1992 Repair ‘EMPTY LOAD VALVE’.
13.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 51 C’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BRAKE BLOCK RB95’.
29.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.09.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1993 Repair ‘TRAIN PIPE (END)’.
28.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BODY COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.06.1993 Repair ‘DRAFT GEAR POCKET’.
08.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.06.1993 Repair ‘ISOLATING COCK’.
08.06.1993 Repair ‘SIDE BEARER’.
08.06.1993 Repair ‘TRAIN PIPE’.
08.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
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15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
05.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 51 C’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK OTHER’.
07.03.1994 Repair ‘BRAKE LEVER’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 51 C’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 52

Details: wagon ‘RKFX 52 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 30.08.1971
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 09.07.1996
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 16.06.1993
Last Single Car Test: 16.06.1993
Last Lift: 04.11.1981

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 52 L’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.01.1990 Repair ‘BRANCH PIPE’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 52 L’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRANCH PIPE’.
27.02.1990 Repair ‘STANCHION’.
27.02.1990 Repair ‘TRAIN PIPE’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BEARINGS’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Repair ‘UNDERFRAME COMPLETE’.
30.07.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKFX 52 L’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BRAKE BLOCK RB95’.
05.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKFX 52 L’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
21.01.1992 Repair ‘STANCHION’.
21.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
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29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1993 Repair ‘BOGIE COMPLETE’.
15.06.1993 Repair ‘BRAKE PULL ROD’.
15.06.1993 Repair ‘END FRAME MEMBER’.
15.06.1993 Repair ‘HANDRAILS END’.
15.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1993 Repair ‘SIDE BEARER’.
15.06.1993 Repair ‘STANCHION’.
15.06.1993 Repair ‘TOP CENTRE PLATE’.
15.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
24.09.1993 Repair ‘STEP’.
24.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 52 L’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 53

Details: wagon ‘RKFX 53 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 17.06.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 04.07.1996
Last Brake Cylinder: 05.01.1993
Last Single Car Test: 05.01.1993
Last Lift: 16.10.1986

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE BOLSTER’.
05.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1990 Repair ‘SIDE BEARER’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘YOKE CARRIER’.
05.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 53 U’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘TRAIN PIPE (END)’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 53 U’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘TRAIN PIPE (END)’.
28.02.1991 Repair ‘TRAIN PIPE’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 53 U’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘STANCHION’.
06.05.1991 Repair ‘VEHICLE COMPLETE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 53 U’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘END FRAME MEMBER’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
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20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 53 U’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 53 U’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘SIDE BEARER’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘YOKE CARRIER’.
15.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 53 U’
10.03.1994 Repair ‘STANCHION’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 53 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKFX 53 U’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 54

Details: wagon ‘RKFX 54 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 01.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 25.03.1996
Last Triple Valve: 07.03.1988
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 22.11.1993
Last Lift: 26.04.1983

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

23.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 54 G’
14.12.1989 Repair ‘HANDRAILS END’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 54 G’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘END COMPLETE’.
22.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 54 G’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BEARERS’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.12.1991 Repair ‘DOOR OPENING MECHANISM’.
04.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1991 Repair ‘HANDRAILS END’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 54 G’
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17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL
WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.

14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 54 G’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘COUPLER COMPLETE’.
03.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1993 Repair ‘TRAIN PIPE (END)’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 54 G’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘STANCHION’.
25.06.1993 Repair ‘TRAIN PIPE (END)’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 54 G’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BRAKE BLOCK OTHER’.
17.11.1993 Repair ‘BRAKE LEVER’.
17.11.1993 Repair ‘BRAKE PULL ROD’.
17.11.1993 Repair ‘DRAFT GEAR POCKET’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1993 Repair ‘SIDE BEARER’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKFX 54 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 54 G’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
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19.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 55

Details: wagon ‘RKFX 55 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 23.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 25.03.1996
Last Brake Cylinder: 21.05.1993
Last Single Car Test: 21.05.1993
Last Lift: 21.04.1983

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRAKE PULL ROD’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1990 Repair ‘STANCHION’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 55 P’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 55 P’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘SIDE BEARER’.
14.03.1991 Repair ‘TOP CENTRE PLATE’.
14.03.1991 Repair ‘TRAIN PIPE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 55 P’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 55 P’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BEARERS’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.05.1993 Repair ‘SIDE MEMBER’.
20.05.1993 Repair ‘SIDE MEMBER’.
20.05.1993 Repair ‘SIDE MEMBER’.
20.05.1993 Repair ‘TRAIN PIPE (END)’.
20.05.1993 Repair ‘TRAIN PIPE’.
20.05.1993 Repair ‘VEHICLE COMPLETE’.
20.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 55 P’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.07.1993 Repair ‘BRAKE PULL ROD’.
29.07.1993 Repair ‘END COMPLETE’.
29.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1993 Repair ‘STEP’.
29.07.1993 Repair ‘TRAIN PIPE (END)’.
29.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKFX 55 P’
09.11.1993 Repair ‘STEP’.
09.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 55 P’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 55 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 55 P’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
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05.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 56

Details: wagon ‘RKFX 56 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 06.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.11.1996
Due Triple Valve: 05.05.1988
Last Single Car Test: 13.10.1993
Last Lift: 01.04.1983

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
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21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 56 B’
21.09.1990 Repair ‘STEP’.
21.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 56 B’
20.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 56 B’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘BRAKE PULL ROD’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
08.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 56 B’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.04.1993 Repair ‘DRAFT GEAR POCKET’.
16.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1993 Repair ‘HANDRAILS’.
16.04.1993 Repair ‘HANDRAILS END’.
16.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘STANCHION’.
16.04.1993 Repair ‘STEP’.
16.04.1993 Repair ‘TRAIN PIPE (END)’.
16.04.1993 Repair ‘TRAIN PIPE’.
16.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘WEAR PLATES & SADDLES’.
16.04.1993 Repair ‘YOKE COMPLETE’.
16.04.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 56 B’
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘DRAFT GEAR POCKET’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘FLOOR BOARDS’.
03.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 56 B’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘CENTRE SILL’.
13.10.1993 Repair ‘TRAIN PIPE (END)’.
13.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKFX 56 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 56 B’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 57

Details: wagon ‘RKFX 57 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.05.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 07.05.1996
Due Triple Valve: 03.04.1988
Last Triple Valve: 21.04.1993
Last Brake Cylinder: 15.01.1990
Last Single Car Test: 21.04.1993
Last Lift: 13.04.1978

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

09.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 57 K’
27.09.1989 Repair ‘HANDRAILS END’.
27.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 57 K’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 57 K’
09.02.1990 Repair ‘END HOSE’.
09.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKFX 57 K’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘HANDRAILS’.
02.07.1990 Repair ‘SIDE BEARER’.
02.07.1990 Repair ‘TRAIN PIPE’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 57 K’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 57 K’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.04.1993 Repair ‘DOOR FRAME’.
14.04.1993 Repair ‘TRAIN PIPE’.
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14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 57 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 57 K’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 58

Details: wagon ‘RKFX 58 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 13.02.1996
Due Triple Valve: 01.03.1992
Last Brake Cylinder: 13.10.1993
Last Single Car Test: 26.11.1993
Last Lift: 03.03.1987

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE LEVER’.
11.07.1989 Repair ‘BRAKE PULL ROD’.
11.07.1989 Repair ‘WEAR PLATES & SADDLES’.
11.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘CARD OR CLIP HOLDER’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘SIDE MEMBER’.
14.06.1990 Repair ‘STANCHION’.
14.06.1990 Repair ‘STEP’.
14.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1990 Repair ‘WEAR PLATES & SADDLES’.
14.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
18.10.1990 Repair ‘HANDRAILS END’.
18.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 58 T’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRAKE BLOCK RB95’.
13.05.1991 Repair ‘COUPLER KNUCKLE’.
13.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.05.1991 Repair ‘DRAFT GEAR POCKET’.
13.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.05.1991 Repair ‘SIDE STEP’.
13.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 58 T’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 58 T’
29.08.1991 Repair ‘END BRAKE COCK’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
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03.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 58 T’
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘VEHICLE STENCILS’.
18.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BRAKE LEVER’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘STEP’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE COMPLETE’.
20.01.1993 Repair ‘COUPLER COMPLETE’.
20.01.1993 Repair ‘END HOSE’.
20.01.1993 Repair ‘STEP’.
20.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BOLSTER’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE LEVER’.
08.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1993 Repair ‘SIDE BEARER’.
08.10.1993 Repair ‘TOP CENTRE PLATE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1993 Repair ‘BOGIE COMPLETE’.
08.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Repair ‘BRAKE PULL ROD’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.11.1993 Repair ‘SIDE BEARER’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 58 T’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 59

Details: wagon ‘RKFX 59 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 17.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.05.1996
Last Brake Cylinder: 02.01.1991
Last Single Car Test: 06.04.1993
Last Lift: 28.04.1983

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

03.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 59 F’
19.01.1990 Repair ‘AXLEBOX’.
19.01.1990 Repair ‘STEP’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 59 F’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
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13.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1990 Repair ‘STANCHION’.
13.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 59 F’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘EMPTY LOAD VALVE’.
02.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 59 F’
17.12.1991 Alteration complete ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL

WAGON ‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 59 F’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
20.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 59 F’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 59 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
14.07.1994 Repair ‘VEHICLE RECLASSIFY’.
14.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 59 F’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RKFX 60

Details: wagon ‘RKFX 60 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 31.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKFX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 08.02.1995
Last Triple Valve: 04.05.1993
Last Brake Cylinder: 21.11.1989
Last Single Car Test: 04.05.1993
Last Lift: 01.06.1983

05.07.1988 Alteration complete ‘CONVERT 18 ‘AOFX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY AND RENUMBER TO ‘AKFX’ NO.43-60.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY’ (RS4298)’. New class: ‘AKFX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘HANDRAILS END’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 60 B’
06.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 60 B’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1990 Repair ‘SIDE BEARER’.
31.07.1990 Repair ‘TOP CENTRE PLATE’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKFX 60 B’
11.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 60 B’
17.12.1991 Alteration ‘STENCIL ON BOTH SIDES OF EACH AKFX STEEL WAGON

‘NOT FOR SLAB TRAFFIC’ AKFX. (RS4667)’.
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15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1992 Repair ‘END BRAKE COCK’.
15.12.1992 Repair ‘END HOSE’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 60 B’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BRAKE PULL ROD’.
05.04.1993 Repair ‘BRANCH PIPE’.
05.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.04.1993 Repair ‘DRAFT GEAR POCKET’.
05.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.04.1993 Repair ‘SIDE BEARER’.
05.04.1993 Repair ‘STANCHION’.
05.04.1993 Repair ‘STEP’.
05.04.1993 Repair ‘TRAIN PIPE (END)’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Repair ‘YOKE COMPLETE’.
05.04.1993 Repair ‘YOKE FOLLOWER’.
05.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 60 B’
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘HANDRAILS’.
08.12.1993 Repair ‘SIDE BEARER’.
08.12.1993 Repair ‘STANCHION’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 60 B’
31.12.1993 Repair ‘HANDRAILS END’.
31.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKFX 60 B’
25.03.1994 Repair ‘BOGIE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 60 B’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKFX 60 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKFX’ STEEL WAGONS TO ‘RKFX‘.

(NRC052)’. New class: ‘RKFX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKFX 60 B’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

2.657 Wagon classification starting with ‘RKG’

RKGX 6

Details: wagon ‘RKGX 6 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 02.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UU AE
Return to Service Date: 21.11.1994
Last Brake Cylinder: 04.04.1991
Last Single Car Test: 30.10.1990
Last Lift: 08.07.1981

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 6 K’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 6 K’
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05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘CARD OR CLIP HOLDER’.
05.09.1990 Repair ‘COUPLER KNUCKLE’.
05.09.1990 Repair ‘SIDE MEMBER’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 6 K’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘BRAKE PULL ROD’.
29.10.1990 Repair ‘COUPLER KNUCKLE’.
29.10.1990 Repair ‘STANCHION’.
29.10.1990 Repair ‘STEP’.
29.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 6 K’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘WHEEL SET’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 6 K’
12.12.1991 Repair ‘STANCHION’.
12.12.1991 Repair ‘STANCHION’.
12.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 6 K’
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 6 K’
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BOGIE BEARERS’.
15.06.1992 Repair ‘COUPLER KNUCKLE’.
15.06.1992 Repair ‘EMPTY LOAD VALVE’.
15.06.1992 Repair ‘GRADE CONTROL VALVE’.
15.06.1992 Repair ‘TOP CENTRE PLATE’.
15.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 6 K’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 6 K’
18.11.1993 Repair ‘END HOSE’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 6 K’
27.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 6 K’
06.01.1994 Repair ‘SIDE BEARER’.
06.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 6 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.
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(NRC053)’. New class: ‘RKGX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 6 K’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 7

Details: wagon ‘RKGX 7 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 05.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 11.03.1995
Due Triple Valve: 23.10.1990
Last Brake Cylinder: 11.10.1990
Last Single Car Test: 03.11.1992
Last Lift: 22.02.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
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Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.10.1989 Repair ‘HANDRAILS END’.
18.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 7 T’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘SIDE BEARER’.
11.10.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 7 T’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.12.1991 Repair ‘SIDE BEARER’.
06.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1991 Repair ‘WEAR PLATES & SADDLES’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 7 T’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Repair ‘WHEEL SET’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 7 T’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘WHEEL SET’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 7 T’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Repair ‘SIDE BEARER’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 7 T’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1992 Repair ‘SIDE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 7 T’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.10.1992 Repair ‘WEAR PLATES & SADDLES’.
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15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 7 T’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 7 T’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 7 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKGX 7 T’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 12

Details: wagon ‘RKGX 12 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 31.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 11.03.1995
Last Triple Valve: 23.03.1993
Last Brake Cylinder: 14.02.1992
Last Single Car Test: 23.03.1993
Last Lift: 07.03.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘TRAIN PIPE (END)’.
12.01.1990 Repair ‘TRAIN PIPE’.
12.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 12 F’
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1990 Repair ‘VEHICLE STENCILS’.
17.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKGX 12 F’
07.02.1990 Repair ‘SIDE BEARER’.
07.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKGX 12 F’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 12 F’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 12 F’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1992 Repair ‘STANCHION’.
14.02.1992 Repair ‘VEHICLE COMPLETE’.
14.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 12 F’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘STANCHION’.
18.11.1992 Repair ‘VEHICLE COMPLETE’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 12 F’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.03.1993 Repair ‘SIDE MEMBER’.
01.03.1993 Repair ‘SIDE MEMBER’.
01.03.1993 Repair ‘TRAIN PIPE’.
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01.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 12 F’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 12 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 12 F’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 18

Details: wagon ‘RKGX 18 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 18.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: UZ AE UU CK
Return to Service Date: 09.07.1996
Last Triple Valve: 14.06.1990
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
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02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

21.11.1989 Repair ‘HANDRAILS’.
21.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 18 N’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 18 N’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRANCH PIPE’.
10.04.1991 Repair ‘STANCHION’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 18 N’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘SIDE MEMBER’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 18 N’
18.07.1991 Repair ‘STANCHION’.
18.07.1991 Repair ‘STANCHION’.
18.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKGX 18 N’
07.08.1992 Repair ‘HANDRAILS END’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 18 N’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘EMPTY LOAD VALVE’.
26.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘WHEEL SET’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 18 N’
03.02.1993 Repair ‘STEP’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 18 N’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.06.1993 Repair ‘END HOSE’.
17.06.1993 Repair ‘WEAR PLATES & SADDLES’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 18 N’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BOGIE COMPLETE’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
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04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘TRAIN PIPE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 18 N’
15.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 18 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKGX 18 N’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

RKGX 22

Details: wagon ‘RKGX 22 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $9620
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 26.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI
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Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 09.02.1995
Last Single Car Test: 31.05.1993
Last Lift: 30.05.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRAKE BLOCK RB95’.
05.04.1990 Repair ‘STANCHION’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 22 N’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘STANCHION’.
17.05.1990 Repair ‘STANCHION’.
17.05.1990 Repair ‘TRAIN PIPE (END)’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 22 N’
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.09.1990 Repair ‘EMPTY LOAD VALVE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
01.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
08.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 22 N’
19.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 22 N’
08.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 22 N’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
23.01.1992 Repair ‘SIDE BEARER’.
23.01.1992 Repair ‘YOKE CARRIER’.
23.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 22 N’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘SIDE BEARER’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Repair ‘VEHICLE STENCILS’.
06.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
11.02.1992 Repair ‘VEHICLE STENCILS’.
11.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 22 N’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘STANCHION’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
01.09.1992 Repair ‘COUPLER COMPLETE’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 22 N’
10.11.1992 Repair ‘YOKE CARRIER’.
10.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 22 N’
26.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 22 N’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BEARINGS’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1993 Repair ‘BRAKE PULL ROD’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 22 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKGX 22 N’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
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29.08.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 26

Details: wagon ‘RKGX 26 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 07.06.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 02.11.1994
Due Triple Valve: 21.02.1992
Last Brake Cylinder: 27.04.1991
Last Lift: 26.07.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

11.07.1989 Repair ‘DOOR COMPLETE’.
11.07.1989 Repair ‘VEHICLE COMPLETE’.
11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
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11.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon
‘AKGX 26 D’

30.12.1989 Repair ‘TRAIN PIPE (END)’.
30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 26 D’
18.02.1991 Repair ‘VEHICLE COMPLETE’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BRAKE CONTROL PIPE’.
20.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.02.1991 Repair ‘BRANCH PIPE’.
20.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘STANCHION’.
20.02.1991 Repair ‘STANCHION’.
20.02.1991 Repair ‘TRAIN PIPE’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘GRADE CONTROL VALVE’.
27.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BRAKE CONTROL PIPE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘SIDE COMPLETE’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BEARINGS’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
19.11.1992 Repair ‘SIDE BEARER’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.03.1993 Repair ‘COUPLER KNUCKLE’.
03.03.1993 Repair ‘EMPTY LOAD VALVE’.
03.03.1993 Repair ‘GRADE CONTROL VALVE’.
03.03.1993 Repair ‘LASHING POINT’.
03.03.1993 Repair ‘SIDE COMPLETE’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
25.07.1993 Repair ‘YOKE CARRIER’.
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25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 26 D’
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 26 D’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘SIDE BEARER’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘STANCHION’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 26 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 26 D’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 26 D’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 33

Details: wagon ‘RKGX 33 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 13.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes
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Fleet Grp Code: AE UZ UU
Return to Service Date: 26.02.1995
Last Brake Cylinder: 19.11.1990
Last Single Car Test: 11.08.1989
Last Lift: 13.07.1983

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘DOOR LOCK MECHANISM’.
10.08.1989 Repair ‘DOOR OPENING MECHANISM’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘HANDRAILS’.
10.08.1989 Repair ‘TOP CENTRE PLATE’.
10.08.1989 Repair ‘TRAIN PIPE (END)’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 33 H’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘HANDRAILS’.
19.11.1990 Repair ‘HANDRAILS END’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1990 Repair ‘SIDE MEMBER’.
19.11.1990 Repair ‘VEHICLE RECLASSIFY’.
19.11.1990 Repair ‘VEHICLE RETARE’.
19.11.1990 Repair ‘VEHICLE STENCILS’.
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 33 H’
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 33 H’
11.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 33 H’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 33 H’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘STANCHION’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 33 H’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.
(NRC053)’. New class: ‘RKGX’.
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14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 33 H’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 33 H’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 35

Details: wagon ‘RKGX 35 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 28.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 28.02.1995
Last Brake Cylinder: 31.01.1992
Last Single Car Test: 20.12.1993
Last Lift: 01.09.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
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RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.11.1989 Repair ‘DOOR HINGES AND PINS’.
10.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Repair ‘HANDBRAKE HANDLE’.
10.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1989 Repair ‘STEP’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘END HOSE’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘VEHICLE COMPLETE’.
27.03.1990 Repair ‘VEHICLE STENCILS’.
27.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKGX 35 C’
08.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 35 C’
27.07.1990 Repair ‘DOOR COMPLETE’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
28.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1990 Repair ‘COUPLER KNUCKLE’.
28.07.1990 Repair ‘DOOR OPENING MECHANISM’.
28.07.1990 Repair ‘EMPTY LOAD VALVE’.
28.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1990 Repair ‘STEP’.
28.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘DOOR COMPLETE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘VEHICLE RECLASSIFY’.
16.11.1990 Repair ‘VEHICLE RETARE’.
16.11.1990 Repair ‘VEHICLE STENCILS’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRANCH PIPE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
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07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
04.04.1991 Repair ‘STANCHION’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘STANCHION’.
27.06.1991 Repair ‘TRAIN PIPE (END)’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 35 C’
04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 35 C’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘GRADE CONTROL VALVE’.
31.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1992 Repair ‘VEHICLE STENCILS’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
11.02.1992 Repair ‘VEHICLE STENCILS’.
11.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 35 C’
05.05.1992 Repair ‘STEP’.
05.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘DRAFT GEAR POCKET’.
07.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.09.1992 Repair ‘SIDE MEMBER’.
07.09.1992 Repair ‘SIDE MEMBER’.
07.09.1992 Repair ‘VEHICLE COMPLETE’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 35 C’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARINGS’.
15.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1992 Repair ‘END BRAKE COCK’.
15.10.1992 Repair ‘TRAIN PIPE (END)’.

13389



2. TIMS GROUP INFORMATION - WAGONS

15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘BRANCH PIPE’.
17.12.1993 Repair ‘END BRAKE COCK’.
17.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1993 Repair ‘HANDRAILS’.
17.12.1993 Repair ‘HANDRAILS END’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘SIDE BEARER’.
17.12.1993 Repair ‘STANCHION’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 35 C’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 35 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKGX 35 C’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 38

Details: wagon ‘RKGX 38 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 13.08.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UU CK
Return to Service Date: 12.03.1996
Last Brake Cylinder: 07.12.1993
Last Single Car Test: 07.12.1993
Last Lift: 09.12.1986

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

08.08.1989 Repair ‘HANDRAILS END’.
08.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 38 G’
17.09.1989 Repair ‘END BRAKE COCK’.
17.09.1989 Repair ‘END HOSE’.
17.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 38 G’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘TRAIN PIPE (END)’.
26.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKGX 38 G’
20.11.1989 Repair ‘BRANCH PIPE’.
20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
16.01.1990 Repair ‘STEP’.
16.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 38 G’
22.11.1990 Repair ‘HANDRAILS’.
22.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 38 G’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE PULL ROD’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘HANDRAILS END’.
25.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 38 G’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 38 G’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘BRAKE LEVER’.
08.04.1991 Repair ‘BRAKE PULL ROD’.
08.04.1991 Repair ‘SIDE BEARER’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘BRAKE LEVER’.
02.03.1993 Repair ‘TOP CENTRE PLATE’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘END COMPLETE’.
22.07.1993 Repair ‘HANDRAILS’.
22.07.1993 Repair ‘HANDRAILS END’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 38 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.
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(NRC053)’. New class: ‘RKGX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKGX 38 G’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

RKGX 39

Details: wagon ‘RKGX 39 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12400
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 17.08.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 04.06.1994
Last Triple Valve: 02.01.1991
Last Brake Cylinder: 19.11.1990
Last Single Car Test: 18.11.1992
Last Lift: 26.06.1984
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02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘YOKE COMPLETE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 39 P’
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BRAKE PULL ROD’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1992 Repair ‘WHEEL SET’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
17.06.1992 Repair ‘HANDRAILS’.
17.06.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 39 P’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.11.1992 Repair ‘YOKE COMPLETE’.
10.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 39 P’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘SIDE MEMBER’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
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03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 39 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 39 P’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 47

Details: wagon ‘RKGX 47 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.8tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 23.02.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UU
Return to Service Date: 11.03.1995
Due Triple Valve: 10.03.1997
Last Brake Cylinder: 03.06.1991
Last Lift: 19.03.1982

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
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26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘DOOR COMPLETE’.
26.09.1989 Repair ‘END BRAKE COCK’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘VEHICLE RECLASSIFY’.
26.09.1989 Repair ‘VEHICLE RETARE’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘END BRAKE COCK’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
19.08.1991 Repair ‘STANCHION’.
19.08.1991 Repair ‘STANCHION’.
19.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 47 F’
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 47 F’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
27.09.1991 Repair ‘GRADE CONTROL VALVE’.
27.09.1991 Repair ‘SIDE BEARER’.
27.09.1991 Repair ‘TOP CENTRE PLATE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BRAKE LEVER’.
07.09.1992 Repair ‘COUPLER KNUCKLE’.
07.09.1992 Repair ‘GRADE CONTROL VALVE’.
07.09.1992 Repair ‘SIDE COMPLETE’.
07.09.1992 Repair ‘TRAIN PIPE’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘COUPLER KNUCKLE’.
01.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1992 Repair ‘EMPTY LOAD VALVE’.
01.10.1992 Repair ‘GRADE CONTROL VALVE’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
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25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Repair ‘TIMBER BEARER’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
19.07.1993 Repair ‘STANCHION’.
19.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 47 F’
06.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 47 F’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 47 F’
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 47 F’
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 47 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 47 F’
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKGX 47 F’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 50

Details: wagon ‘RKGX 50 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 13.03.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU CK
Return to Service Date: 08.05.1996
Due Triple Valve: 15.07.1988
Last Triple Valve: 02.11.1989
Last Brake Cylinder: 17.05.1991
Last Single Car Test: 01.10.1993
Last Lift: 22.05.1987

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE BEARERS’.
01.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 50 T’
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
24.01.1991 Repair ‘STEP’.
24.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
23.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BRANCH PIPE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1991 Repair ‘STANCHION’.
17.05.1991 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
26.06.1991 Repair ‘COUPLER KNUCKLE’.
26.06.1991 Repair ‘STANCHION’.
26.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
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18.03.1992 Repair ‘ISOLATING COCK’.
18.03.1992 Repair ‘STANCHION’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘BRAKE BLOCK RB95’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘COUPLER COMPLETE’.
15.09.1992 Repair ‘SIDE COMPLETE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘CENTRE SILL’.
01.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKGX 50 T’
07.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
31.10.1993 Repair ‘STEP’.
31.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘GRADE CONTROL VALVE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 50 T’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
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03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 50 T’
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 50 T’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RKGX 53

Details: wagon ‘RKGX 53 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 07.04.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UU
Return to Service Date: 17.11.1994
Due Triple Valve: 01.09.1987
Last Brake Cylinder: 14.07.1993
Last Lift: 03.09.1982

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
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TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
10.11.1989 Repair ‘DOOR COMPLETE’.
10.11.1989 Repair ‘VEHICLE RECLASSIFY’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKGX 53 A’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRAKE PULL ROD’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKGX 53 A’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 53 A’
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘STANCHION’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘END HOSE’.
23.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1992 Repair ‘TRAIN PIPE (END)’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘SIDE MEMBER’.
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
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TO DRAWING A1/W1-118 REV C (RS4755)’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘STANCHION’.
24.08.1993 Repair ‘TIMBER BEARER’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER KNUCKLE’.
26.10.1993 Repair ‘STANCHION’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 53 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 53 A’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 56

Details: wagon ‘RKGX 56 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
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Date Built: 17.04.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UU UZ
Return to Service Date: 23.10.1994
Due Triple Valve: 09.01.1991
Last Brake Cylinder: 27.10.1989
Last Single Car Test: 20.01.1993
Last Lift: 01.03.1985

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

02.07.1989 Repair ‘END HOSE’.
02.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 56 E’
18.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘COUPLER COMPLETE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘END BRAKE COCK’.
24.10.1989 Repair ‘HANDRAILS’.
24.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1989 Repair ‘STANCHION’.
24.10.1989 Repair ‘TRAIN PIPE’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1989 Repair ‘WEAR PLATES & SADDLES’.
24.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
24.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
07.11.1989 Repair ‘UNDERFRAME COMPLETE’.
07.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKGX 56 E’
09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
14.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 56 E’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BRANCH PIPE’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘TRAIN PIPE (END)’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘END BRAKE COCK’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘STANCHION’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
14.07.1992 Repair ‘BRAKE LEVER’.
14.07.1992 Repair ‘STANCHION’.
14.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
10.09.1992 Repair ‘BOGIE BEARINGS’.
10.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 56 E’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1992 Repair ‘WEAR PLATES & SADDLES’.
21.09.1992 Repair ‘YOKE CARRIER’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
04.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1992 Repair ‘BOGIE COMPLETE’.
04.10.1992 Repair ‘BRAKE LEVER’.
04.10.1992 Repair ‘BRAKE PULL ROD’.
04.10.1992 Repair ‘EMPTY LOAD VALVE’.
04.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
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04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 56 E’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

15.11.1993 Repair ‘STEP’.
15.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 56 E’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BRAKE CONTROL PIPE’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘STANCHION’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 56 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 56 E’
23.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 59

Details: wagon ‘RKGX 59 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.05.1972
Operating System: AN
Intended Use: STEEL BULK
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Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UU
Return to Service Date: 21.11.1994
Due Triple Valve: 19.09.1991
Last Brake Cylinder: 24.09.1991
Last Single Car Test: 21.04.1993
Last Lift: 01.12.1983

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BOGIE BEARERS’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 59 X’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 59 X’
08.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 59 X’
15.05.1991 Repair ‘SIDE STEP’.
15.05.1991 Repair ‘STEP’.
15.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 59 X’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 59 X’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BEARERS’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 59 X’
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 59 X’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 59 X’
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.03.1992 Repair ‘BOGIE COMPLETE’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 59 X’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 59 X’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘BRAKE PULL ROD’.
17.04.1993 Repair ‘COUPLER KNUCKLE’.
17.04.1993 Repair ‘SIDE BEARER’.
17.04.1993 Repair ‘STANCHION’.
17.04.1993 Repair ‘STANCHION’.
17.04.1993 Repair ‘TRAIN PIPE (END)’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 59 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 59 X’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 61

Details: wagon ‘RKGX 61 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 30.05.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UU
Return to Service Date: 06.04.1995
Last Brake Cylinder: 15.08.1990
Last Single Car Test: 04.11.1993
Last Lift: 13.04.1977

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘SIDE BEARER’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 61 N’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Repair ‘CARD OR CLIP HOLDER’.
15.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1990 Repair ‘SIDE MEMBER’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE BEARERS’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘COUPLER COMPLETE’.
03.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 61 N’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘CENTRE SILL’.
04.02.1991 Repair ‘EMPTY LOAD VALVE’.
04.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
19.07.1991 Repair ‘BRAKE PULL ROD’.
19.07.1991 Repair ‘COUPLER KNUCKLE’.
19.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1991 Repair ‘YOKE COMPLETE’.
19.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 61 N’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘STANCHION’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
16.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 61 N’
07.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 61 N’
08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 61 N’
19.05.1992 Repair ‘WHEEL SET’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
02.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 61 N’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘SIDE COMPLETE’.
08.09.1992 Repair ‘WHEEL SET’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BEARERS’.
10.12.1992 Repair ‘SIDE BEARER’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘SIDE MEMBER’.
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04.11.1993 Repair ‘SIDE MEMBER’.
04.11.1993 Repair ‘SIDE SHEET’.
04.11.1993 Repair ‘STEP’.
04.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKGX 61 N’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 61 N’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 67

Details: wagon ‘RKGX 67 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 05.07.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

13410



2.657. Wagon classification starting with ‘RKG’

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 24.11.1994
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 25.02.1991
Last Lift: 11.07.1986

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 67 V’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘STEP’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 67 V’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1991 Repair ‘SIDE BEARER’.
25.02.1991 Repair ‘STANCHION’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 67 V’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘STANCHION’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 67 V’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘END COMPLETE’.
22.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKGX 67 V’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 67 V’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘STANCHION’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 67 V’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

27.09.1993 Repair ‘SIDE SHEET’.
27.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon
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‘AKGX 67 V’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 67 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 67 V’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 68

Details: wagon ‘RKGX 68 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 05.07.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Fleet Grp Code: AE UZ UU CK
Return to Service Date: 11.09.1995
Last Triple Valve: 01.10.1992
Last Single Car Test: 22.06.1988
Last Lift: 25.05.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
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2.657. Wagon classification starting with ‘RKG’

RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
30.09.1989 Repair ‘VEHICLE COMPLETE’.
30.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
02.10.1989 Repair ‘END HOSE’.
02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 68 H’
10.11.1989 Repair ‘DOOR COMPLETE’.
10.11.1989 Repair ‘VEHICLE RECLASSIFY’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKGX 68 H’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
22.01.1990 Repair ‘END BRAKE COCK’.
22.01.1990 Repair ‘GRADE CONTROL VALVE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRANCH PIPE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘EMPTY LOAD VALVE’.
15.06.1990 Repair ‘GRADE CONTROL VALVE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
11.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 68 H’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘STANCHION’.
14.08.1991 Repair ‘STANCHION’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 68 H’
27.08.1992 Repair ‘BOGIE BEARINGS’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 68 H’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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30.09.1992 Repair ‘END COMPLETE’.
30.09.1992 Repair ‘TRAIN PIPE (END)’.
30.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.
(NRC053)’. New class: ‘RKGX’.

05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 68 H’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 69

Details: wagon ‘RKGX 69 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 19.07.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes
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2.657. Wagon classification starting with ‘RKG’

Fleet Grp Code: AE UZ UU
Return to Service Date: 16.02.1995
Last Triple Valve: 12.12.1992
Last Brake Cylinder: 07.05.1991
Last Single Car Test: 10.03.1994
Last Lift: 29.11.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE LEVER’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 69 Q’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE PULL ROD’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 69 Q’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘END HOSE’.
07.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1991 Repair ‘STANCHION’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 69 Q’
04.09.1991 Repair ‘STANCHION’.
04.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 69 Q’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘TOP CENTRE PLATE’.
14.02.1992 Repair ‘YOKE COMPLETE’.
14.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 69 Q’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.12.1992 Repair ‘STANCHION’.
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11.12.1992 Repair ‘STANCHION’.
11.12.1992 Repair ‘STANCHION’.
11.12.1992 Repair ‘VEHICLE COMPLETE’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 69 Q’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BRAKE BLOCK RB95’.
10.03.1994 Repair ‘BRAKE CONTROL PIPE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 69 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKGX 69 Q’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 76

Details: wagon ‘RKGX 76 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 23.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI
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Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UU
Return to Service Date: 03.10.1996
Due Triple Valve: 01.08.1987
Last Brake Cylinder: 14.07.1993
Last Single Car Test: 25.08.1989
Last Lift: 25.08.1982

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1989 Repair ‘STANCHION’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 76 U’
10.01.1990 Repair ‘END HOSE’.
10.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKGX 76 U’
05.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 76 U’
05.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1992 Repair ‘COUPLER KNUCKLE’.
05.12.1992 Repair ‘EMPTY LOAD VALVE’.
05.12.1992 Repair ‘GRADE CONTROL VALVE’.
05.12.1992 Repair ‘STANCHION’.
05.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 76 U’
25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘TIMBER BEARER’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 76 U’
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 76 U’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COUPLER COMPLETE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
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13.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 76 U’
21.10.1993 Repair ‘STEP’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 76 U’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘SIDE MEMBER’.
10.11.1993 Repair ‘SIDE MEMBER’.
10.11.1993 Repair ‘TRAIN PIPE (END)’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 76 U’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 76 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKGX 76 U’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

RKGX 79

Details: wagon ‘RKGX 79 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
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Date Built: 04.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 15.02.1995
Last Brake Cylinder: 22.11.1991
Last Single Car Test: 04.05.1993
Last Lift: 12.12.1986

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 79 B’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘BRAKE PULL ROD’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 79 B’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘COUPLER COMPLETE’.
22.10.1990 Repair ‘YOKE COMPLETE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 79 B’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1991 Repair ‘SIDE COMPLETE’.
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22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘STANCHION’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRANCH PIPE’.
04.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
02.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
02.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 79 B’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘SIDE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 79 B’
05.11.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKGX 79 B’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1993 Repair ‘EMPTY LOAD VALVE’.
15.01.1993 Repair ‘GRADE CONTROL VALVE’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 79 B’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘TRAIN PIPE’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 79 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKGX 79 B’
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18.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKGX 80

Details: wagon ‘RKGX 80 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $10830
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-4
Date Built: 08.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKGX
BSG Code: FXKI

Capacity of 50.6 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UU
Return to Service Date: 28.09.1995
Last Triple Valve: 06.04.1993
Last Single Car Test: 22.11.1993
Last Lift: 22.10.1984

02.08.1988 Alteration complete ‘CONVERT ALL REMAINING (22) ‘AOFX’ WAGONS
FOR STEEL TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKGX’.
RESTENCIL ‘FOR STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1
TONNE. (RS4306)’. Length Over Headstocks: ‘17.1m’. Tare Weight: ‘25.3tonne’.
Current Gauge: ‘Broad’. Gauge Restrictions: ‘B+S’. Bogie Configuration: ‘2X2’.
New class: ‘AKGX’. Intended use: ‘STEEL BULK’. Capacity: ‘50.6T.’

20.11.1989 Repair ‘END BRAKE COCK’.
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20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 80 U’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BRAKE BLOCK OTHER’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 80 U’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘EMPTY LOAD VALVE’.
03.06.1991 Repair ‘GRADE CONTROL VALVE’.
03.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 80 U’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘EMPTY LOAD VALVE’.
05.08.1991 Repair ‘GRADE CONTROL VALVE’.
05.08.1991 Repair ‘SIDE MEMBER’.
05.08.1991 Repair ‘SIDE MEMBER’.
05.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 80 U’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘WHEEL SET’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKGX 80 U’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRAKE BLOCK RB95’.
01.04.1993 Repair ‘BRAKE PULL ROD’.
01.04.1993 Repair ‘BRANCH PIPE’.
01.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Repair ‘SIDE BEARER’.
01.04.1993 Repair ‘STANCHION’.
01.04.1993 Repair ‘TRAIN PIPE (END)’.
01.04.1993 Repair ‘WHEEL SET’.
01.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 80 U’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 80 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKGX’ STEEL WAGONS TO ‘RKGX‘.

(NRC053)’. New class: ‘RKGX’.
22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKGX 80 U’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

2.658 Wagon classification starting with ‘RKH’

RKHF 20207

Details: wagon ‘RKHF 20207 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20207 R
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20207 V’
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RKHF 20221

Details: wagon ‘RKHF 20221 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X RKHY
BSG Code: NSOZ

Capacity of 54 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20221 G’

RKHF 20227

Details: wagon ‘RKHF 20227 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20227 Y
BSG Code: NSKZ

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20227 Y’
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RKHF 20232

Details: wagon ‘RKHF 20232 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKHY 20232 A
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20232 A’

RKHF 20250

Details: wagon ‘RKHF 20250 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY20250/NKHY20250R
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 19.10.1987
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25.10.1995 Repair ‘VEHICLE RECLASSIFY’.
25.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20250 R’

RKHF 20252

Details: wagon ‘RKHF 20252 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20252 / RKHY 20252 Q
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

20.07.1995 Repair ‘VEHICLE RECLASSIFY’.
20.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20252 Q’

RKHF 20256

Details: wagon ‘RKHF 20256 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20256 V / RKHY 20256 G
BSG Code: NSOZ

13426



2.658. Wagon classification starting with ‘RKH’

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO
Return to Service Date: 12.11.1986
Cont Max Slots: 2

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20256 G’

RKHF 20257

Details: wagon ‘RKHF 20257 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20257 P
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20257 P’

RKHF 20259

Details: wagon ‘RKHF 20259 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20259 C / RKHY20259 K
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BSG Code: NSOZ

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20259 K’

RKHF 20263

Details: wagon ‘RKHF 20263 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20263 G / RKHY 20263 K
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 17.06.1986

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20263 K’

RKHF 20277

Details: wagon ‘RKHF 20277 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: X NODY 20277;X NKHY 20277,X RKHY 20277
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 11.11.1987

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20277 X’

RKHF 20279

Details: wagon ‘RKHF 20279 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RKHY 20279
BSG Code: NSKZ

Capacity of 54 tonnes

01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20279 D’

RKHF 20281

Details: wagon ‘RKHF 20281 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20281 A / RKHY 20281 X
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 02.11.1987
Cont Max Slots: 2

11.01.1996 Repair ‘VEHICLE RECLASSIFY’.
11.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20281 X’

RKHF 20293

Details: wagon ‘RKHF 20293 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20293S / RKHY 20293 L
BSG Code: NSKI

Capacity of 77 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20293 L’
11.08.1996 Repair ‘VEHICLE RECLASSIFY’.
11.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20293 L’

RKHF 20301

Details: wagon ‘RKHF 20301 N’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20301 Q / RKHY 20301 U
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20301 U’

RKHF 20323

Details: wagon ‘RKHF 20323 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20323 / RKHY 20323 X
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 04.08.1986

20.07.1995 Repair ‘VEHICLE RECLASSIFY’.
20.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20323 X’
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RKHF 20331

Details: wagon ‘RKHF 20331 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20331 R / RKHY 20331 V
BSG Code: NSKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 27.07.1988
Cont Max Slots: 2

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20331 V’

RKHF 20346

Details: wagon ‘RKHF 20346 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKHY 20346
BSG Code: NSKI

Capacity of 54 tonnes

01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20346 F’
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RKHF 20348

Details: wagon ‘RKHF 20348 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20348/NKHY20348T / RKHY 20348 A
BSG Code: NSKI

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20348 A’

RKHF 20372

Details: wagon ‘RKHF 20372 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20372/NKHY20372M
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20372 Q’
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RKHF 20374

Details: wagon ‘RKHF 20374 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20374 H / RKHY 20374 L
BSG Code: NSKI

Capacity of 54 tonnes

20.07.1995 Repair ‘VEHICLE RECLASSIFY’.
20.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20374 L’

RKHF 20388

Details: wagon ‘RKHF 20388 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20388 F
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20388 F’
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RKHF 20393

Details: wagon ‘RKHF 20393 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20393K/RKHY20393S
BSG Code: NSOZ

Capacity of 54 tonnes

05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20393 S’

RKHF 20396

Details: wagon ‘RKHF 20396 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20396Y/NKHY20396S / RKHY 20396 W
BSG Code: NSKI

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20396 W’
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2. TIMS GROUP INFORMATION - WAGONS

RKHF 20434

Details: wagon ‘RKHF 20434 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20434; NKHY 20434F
BSG Code: NSOZ

Capacity of 54 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20434 J’

RKHF 20443

Details: wagon ‘RKHF 20443 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20443 /NKHY 20443E /RKHY 20443 X
BSG Code: NSKI

Capacity of 54 tonnes

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20443 X’
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2.658. Wagon classification starting with ‘RKH’

RKHF 20445

Details: wagon ‘RKHF 20445 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20445 D
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20445 D’

RKHF 20451

Details: wagon ‘RKHF 20451 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKHY 20451 V
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20451 V’
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RKHF 20459

Details: wagon ‘RKHF 20459 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20459 U; EX RKHY 20459
BSG Code: NSKI

Capacity of 54 tonnes

11.01.1996 Repair ‘VEHICLE RECLASSIFY’.
11.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20459 B’

RKHF 20460

Details: wagon ‘RKHF 20460 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20460 M; EX RKHY 20460U
BSG Code: NSOZ

Capacity of 54 tonnes

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20460 U’
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2.658. Wagon classification starting with ‘RKH’

RKHF 20464

Details: wagon ‘RKHF 20464 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20464C NKDY/ NKHY/ RKHY 20464 K
BSG Code: NSKZ

Capacity of 77 tonnes

Fleet Grp Code: UZ UK AE CN
Return to Service Date: 09.12.1989

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20464 K’

RKHF 20474

Details: wagon ‘RKHF 20474 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKHY 20474
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.

13439



2. TIMS GROUP INFORMATION - WAGONS

13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKHY 20474 S’

RKHF 20515

Details: wagon ‘RKHF 20515 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20515 J
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20515 J’

RKHF 20519

Details: wagon ‘RKHF 20519 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20519/NKHY20519S / RKHY 20519 W
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes
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2.658. Wagon classification starting with ‘RKH’

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20519 W’

RKHF 20520

Details: wagon ‘RKHF 20520 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20520 Y; EX RKHY 20520 S
BSG Code: NSKI

Capacity of 54 tonnes

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20520 S’

RKHF 20535

Details: wagon ‘RKHF 20535 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20535 R / NKHY 20535 V
BSG Code: NSKZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 16.09.1987
Cont Max Slots: 2
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08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20535 C’

RKHF 20543

Details: wagon ‘RKHF 20543 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKHY 20543 P
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20543 P’

RKHF 20547

Details: wagon ‘RKHF 20547 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20547 F
BSG Code: NSOZ

Capacity of 54 tonnes
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27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20547 F’

RKHF 20549

Details: wagon ‘RKHF 20549 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20549 / RKHY 20549 A
BSG Code: NSKI

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20549 A’

RKHF 20560

Details: wagon ‘RKHF 20560 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20560 T/NKHY 20560 A/RKHY20560 E
BSG Code: NSOZ

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
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12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKHY 20560 E’

RKHF 20562

Details: wagon ‘RKHF 20562 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NCQX 20562 C; EX RKHY 20562 W
BSG Code: NSKZ

Capacity of 54 tonnes

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20562 W’

RKHF 20570

Details: wagon ‘RKHF 20570 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20570
BSG Code: NSKI

Capacity of 54 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20570 M’
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RKHF 20574

Details: wagon ‘RKHF 20574 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20574 R-EX RKHY 20574 C
BSG Code: NSOZ

Capacity of 54 tonnes

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20574 C’

RKHF 20582

Details: wagon ‘RKHF 20582 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20582 / NKHY20582 / RKHY20582P
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20582 P’
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RKHF 20583

Details: wagon ‘RKHF 20583 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20583 Q / RKHY 20583 B
BSG Code: NSOZ

Capacity of 54 tonnes

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20583 B’

RKHF 20588

Details: wagon ‘RKHF 20588 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKHY 20588
BSG Code: NSOZ

Capacity of 54 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20588 A’
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RKHF 20600

Details: wagon ‘RKHF 20600 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20600;X NKHY 20600 F;X RKHY20600
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20600 J’
28.10.1996 Repair ‘VEHICLE RECLASSIFY’.
28.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20600 J’

RKHF 20605

Details: wagon ‘RKHF 20605 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY20605A/RKHF20605B
BSG Code: NSOZ

Capacity of 54 tonnes
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Fleet Grp Code: AE UZ UO
Return to Service Date: 30.09.1987
Cont Max Slots: 2

05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20605 X’

RKHF 20808

Details: wagon ‘RKHF 20808 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO
Return to Service Date: 14.12.1989
Last Single Car Test: 15.12.1989
Cont Max Slots: 2

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20808 D’

RKHF 20812

Details: wagon ‘RKHF 20812 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20812S;X NKHY20812W;EX RKHY20812
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2.658. Wagon classification starting with ‘RKH’

BSG Code: NSOZ

Capacity of 54 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20812 D’
28.10.1996 Repair ‘VEHICLE RECLASSIFY’.
28.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20812 D’

RKHF 20814

Details: wagon ‘RKHF 20814 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RKHY 20814 V
BSG Code: NSOZ

Capacity of 54 tonnes

11.01.1996 Repair ‘VEHICLE RECLASSIFY’.
11.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20814 V’

RKHF 20829

Details: wagon ‘RKHF 20829 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: EX NODY 20829U/ NKHY 20829B/ RKHY 20829F
BSG Code: NSKI

Capacity of 54 tonnes

11.01.1996 Repair ‘VEHICLE RECLASSIFY’.
11.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20829 F’

RKHF 20830

Details: wagon ‘RKHF 20830 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20830 B
BSG Code: NSKZ

Capacity of 54 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20830 B’

RKHF 20833

Details: wagon ‘RKHF 20833 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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2.658. Wagon classification starting with ‘RKH’

Remarks: EX NODY20833/NKHY20833B; EX RKHY 20833
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20833 F’

RKHF 20838

Details: wagon ‘RKHF 20838 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20838/NKHY20838A / RKHY20838 E
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20838 E’

RKHF 20849

Details: wagon ‘RKHF 20849 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20849N/NKDY20849F/RKHY20849V
BSG Code: NSKZ

Capacity of 52 tonnes

20.07.1995 Repair ‘VEHICLE RECLASSIFY’.
20.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20849 V’

RKHF 20855

Details: wagon ‘RKHF 20855 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20855/NKHY20855M / RKHY
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20855 Q’

RKHF 20865

Details: wagon ‘RKHF 20865 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.658. Wagon classification starting with ‘RKH’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20865 X-EX RKHF 20865 R
BSG Code: NSKZ

Capacity of 54 tonnes

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20865 B’

RKHF 20866

Details: wagon ‘RKHF 20866 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKHY 20866
BSG Code: NSOZ

Capacity of 54 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20866 K’

RKHF 20868

Details: wagon ‘RKHF 20868 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20868 U; EX NKHY 20868 B / RKHY
BSG Code: NSOZ

Capacity of 54 tonnes

28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20868 F’

RKHF 20876

Details: wagon ‘RKHF 20876 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20876 Y / RKHY 20876 S
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20876 S’

RKHF 20882

Details: wagon ‘RKHF 20882 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.658. Wagon classification starting with ‘RKH’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY 20882, NKHY 20882 J
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 25.06.1996

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20882 N’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20882 N’
25.06.1996 Repair ‘VEHICLE COMPLETE’.

RKHF 20885

Details: wagon ‘RKHF 20885 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20885 N / RKHY 20885 R
BSG Code: NSKZ

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20885 R’

RKHF 20890

Details: wagon ‘RKHF 20890 T’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20890/NKHY20890W, EX RKHY 20890
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20890 D’

RKHF 20892

Details: wagon ‘RKHF 20892 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: RKHY20892
BSG Code: NSKI

Capacity of 54 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20892 V’

RKHF 20898

Details: wagon ‘RKHF 20898 W’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKHY 20898 V
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSOZ

Capacity of 54 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20898 G’

RKHF 20907

Details: wagon ‘RKHF 20907 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKDY 20907 X-EX RKHY 20907 B
BSG Code: NSKZ

Capacity of 54 tonnes

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20907 B’

RKHF 20915

Details: wagon ‘RKHF 20915 H’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NODY/NKHY20915/RKHY20915Y
BSG Code: NSOZ

Capacity of 54 tonnes

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20915 Y’

RKHF 20917

Details: wagon ‘RKHF 20917 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY / RKHY 20917 J
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO CN
Return to Service Date: 26.05.1988
Cont Max Slots: 2

19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20917 B’
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RKHF 20923

Details: wagon ‘RKHF 20923 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY20923A/RKHY20923E
BSG Code: NSKI

Capacity of 54 tonnes

05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20923 E’

RKHF 20929

Details: wagon ‘RKHF 20929 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: RKHY 20929
BSG Code: NSKI

Capacity of 54 tonnes

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20929 M’
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RKHF 20934

Details: wagon ‘RKHF 20934 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20934 N/ NKHY20934 / RKHY 20934V
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20934 V’

RKHF 20936

Details: wagon ‘RKHF 20936 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20936 X / RKHY 20936 Q
BSG Code: NSOZ

Capacity of 54 tonnes

12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
12.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20936 Q’
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RKHF 20959

Details: wagon ‘RKHF 20959 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20959
BSG Code: NSOZ

Capacity of 54 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20959 N’

RKHF 20970

Details: wagon ‘RKHF 20970 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20970 J
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: UZ UO AE CN
Return to Service Date: 13.11.1989
Cont Max Slots: 2

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20970 J’
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RKHF 20977

Details: wagon ‘RKHF 20977 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NKHY 20977 H / EX RKHY 20977 L
BSG Code: NSOZ

Capacity of 54 tonnes

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20977 L’

RKHF 20999

Details: wagon ‘RKHF 20999 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20999 S / RKHY 20999 W
BSG Code: NSKI

Capacity of 54 tonnes

Fleet Grp Code: UZ UK CN AE
Return to Service Date: 04.08.1989

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20999 W’
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RKHX 1

03.04.1997 Reclassified from wagon ‘RKHX 1 X’ to ’ wagon ‘AKHX 1 Y’.

RKHX 5

03.04.1997 Reclassified from wagon ‘RKHX 5 V’ to ’ wagon ‘AKHX 5 E’.

RKHX 6

Details: wagon ‘RKHX 6 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 04.12.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 11.10.1994
Due Triple Valve: 29.03.1989
Last Brake Cylinder: 25.11.1992
Last Single Car Test: 06.04.1990
Last Lift: 12.07.1985

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘BRANCH PIPE’.
05.04.1990 Repair ‘CARD OR CLIP HOLDER’.
05.04.1990 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘HANDRAILS END’.
05.04.1990 Repair ‘SIDE BEARER’.
05.04.1990 Repair ‘STEP’.
05.04.1990 Repair ‘VEHICLE RECLASSIFY’.
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05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 6 N’
04.05.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘VEHICLE COMPLETE’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 6 N’
15.04.1991 Repair ‘BODY COMPLETE’.
15.04.1991 Repair ‘VEHICLE RETARE’.
15.04.1991 Repair ‘VEHICLE STENCILS’.
15.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 6 N’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARERS’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘CENTRE SILL’.
18.11.1992 Repair ‘END COMPLETE’.
18.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1992 Repair ‘TOP CENTRE PLATE’.
18.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 6 N’
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 6 N’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 6 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 6 N’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 7

Details: wagon ‘RKHX 7 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 05.12.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 05.10.1994
Due Triple Valve: 26.08.1994
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 26.08.1993
Last Lift: 19.07.1977

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

11.01.1990 Repair ‘HANDRAILS’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 7 W’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.01.1990 Repair ‘BRAKE PULL ROD’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1990 Repair ‘DOOR LOCK MECHANISM’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 7 W’
03.05.1990 Repair ‘SIDE BEARER’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 7 W’
26.06.1990 Repair ‘STEP’.
26.06.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AKHX 7 W’
29.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 7 W’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.08.1990 Repair ‘DOOR COMPLETE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘STEP’.
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07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Repair ‘VEHICLE RECLASSIFY’.
07.08.1990 Repair ‘VEHICLE RETARE’.
07.08.1990 Repair ‘VEHICLE STENCILS’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 7 W’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘VEHICLE STENCILS’.
13.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 7 W’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BEARERS’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘CENTRE SILL’.
24.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1992 Repair ‘END COMPLETE’.
24.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 7 W’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘FLOOR SHEETING’.
23.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1993 Repair ‘STANCHION’.
23.06.1993 Repair ‘VEHICLE COMPLETE’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 7 W’
24.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 7 W’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 7 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 7 W’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKHX 8

Details: wagon ‘RKHX 8 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 04.12.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 03.05.1995
Due Triple Valve: 20.04.1989
Last Brake Cylinder: 20.04.1988
Last Single Car Test: 04.12.1991
Last Lift: 02.05.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

04.08.1989 Repair ‘CARD OR CLIP HOLDER’.
04.08.1989 Repair ‘STEP’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 8 X’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘DOOR COMPLETE’.
27.09.1989 Repair ‘EMPTY LOAD VALVE’.
27.09.1989 Repair ‘GRADE CONTROL VALVE’.
27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘VEHICLE RETARE’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 8 X’
18.11.1989 Repair ‘HANDRAILS END’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 8 X’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK OTHER’.
20.12.1989 Repair ‘BRANCH PIPE’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
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20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 8 X’
02.08.1990 Repair ‘HANDRAILS END’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 8 X’
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1991 Repair ‘VEHICLE RETARE’.
07.02.1991 Repair ‘VEHICLE STENCILS’.
07.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 8 X’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘CARD OR CLIP HOLDER’.
04.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘HANDRAILS END’.
04.12.1991 Repair ‘STEP’.
04.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1991 Repair ‘WEAR PLATES & SADDLES’.
04.12.1991 Repair ‘YOKE COMPLETE’.
04.12.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 8 X’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BEARERS’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘CENTRE SILL’.
11.11.1992 Repair ‘END COMPLETE’.
11.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 8 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 8 X’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKHX 9

Details: wagon ‘RKHX 9 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 04.12.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 07.10.1994
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 16.02.1993
Last Single Car Test: 11.03.1994
Last Lift: 06.06.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

11.12.1989 Repair ‘STEP’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKHX 9 R’
12.12.1990 Repair ‘DOOR COMPLETE’.
12.12.1990 Repair ‘VEHICLE RECLASSIFY’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 9 R’
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 9 R’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘END COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 9 R’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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08.02.1993 Repair ‘BRAKE BLOCK RB95’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
08.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 9 R’
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.01.1994 Repair ‘UNDERFRAME COMPLETE’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 9 R’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK RB95’.
11.03.1994 Repair ‘BRAKE CONTROL PIPE’.
11.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 9 R’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 9 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon ‘AKHX 9 R’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 11

03.04.1997 Reclassified from wagon ‘RKHX 11 Q’ to ’ wagon ‘AKHX 11 W’.

RKHX 12

Details: wagon ‘RKHX 12 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 01.01.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 03.08.1995
Due Triple Valve: 07.08.1991
Last Brake Cylinder: 07.08.1990
Last Single Car Test: 01.12.1992

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.08.1990 Repair ‘DOOR COMPLETE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘STEP’.
07.08.1990 Repair ‘VEHICLE RECLASSIFY’.
07.08.1990 Repair ‘VEHICLE RETARE’.
07.08.1990 Repair ‘VEHICLE STENCILS’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 12 X’
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘VEHICLE COMPLETE’.
09.01.1991 Repair ‘VEHICLE RETARE’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 12 X’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 12 X’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
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25.11.1991 Repair ‘SIDE BEARER’.
25.11.1991 Repair ‘WEAR PLATES & SADDLES’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 12 X’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘END COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 12 X’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 12 X’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘END FRAME MEMBER’.
08.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 12 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 12 X’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

09.06.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 16

Details: wagon ‘RKHX 16 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 28.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 05.10.1995
Due Triple Valve: 18.12.1990
Last Brake Cylinder: 25.11.1992
Last Single Car Test: 07.05.1991
Last Lift: 05.05.1987

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 16 V’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BRANCH PIPE’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 16 V’
09.04.1991 Repair ‘VEHICLE COMPLETE’.
09.04.1991 Repair ‘VEHICLE STENCILS’.
09.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 16 V’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1991 Repair ‘TOP CENTRE PLATE’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 16 V’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘BOGIE WEAR PLATES’.
17.11.1992 Repair ‘CENTRE SILL’.
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17.11.1992 Repair ‘END COMPLETE’.
17.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 16 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘AKHX 16 V’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 17

Details: wagon ‘RKHX 17 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 25.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 04.05.1994
Due Triple Valve: 06.09.1992
Last Triple Valve: 27.07.1988
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 10.03.1994
Last Lift: 08.09.1987

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.08.1990 Repair ‘DOOR COMPLETE’.
30.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1990 Repair ‘STEP’.
30.08.1990 Repair ‘VEHICLE COMPLETE’.
30.08.1990 Repair ‘VEHICLE RECLASSIFY’.
30.08.1990 Repair ‘VEHICLE RETARE’.
30.08.1990 Repair ‘VEHICLE STENCILS’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 17 H’
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘VEHICLE COMPLETE’.
04.07.1991 Repair ‘VEHICLE STENCILS’.
04.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 17 H’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.09.1991 Repair ‘END HOSE’.
06.09.1991 Repair ‘STEP’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 17 H’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BRAKE BLOCK RB95’.
09.10.1992 Repair ‘CARD OR CLIP HOLDER’.
09.10.1992 Repair ‘TRAIN PIPE (END)’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.06.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
04.06.1993 Repair ‘DRAFT GEAR POCKET’.
04.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1993 Repair ‘VEHICLE COMPLETE’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘BRANCH PIPE’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BRAKE BLOCK RB95’.
10.03.1994 Repair ‘BRAKE CONTROL PIPE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 17 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Port Waratah’ with a previous code of wagon

‘AKHX 17 H’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 19

Details: wagon ‘RKHX 19 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 18.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 09.05.1995
Due Triple Valve: 24.02.1989
Last Single Car Test: 04.01.1994
Last Lift: 21.11.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘DOOR COMPLETE’.
26.07.1989 Repair ‘EMPTY LOAD VALVE’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
26.07.1989 Repair ‘STEP’.
26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Repair ‘VEHICLE RETARE’.
26.07.1989 Repair ‘VEHICLE STENCILS’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 19 C’
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 19 C’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘WHEEL SET’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 19 C’
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 19 C’
04.01.1991 Repair ‘BODY COMPLETE’.
04.01.1991 Repair ‘VEHICLE RETARE’.
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04.01.1991 Repair ‘VEHICLE STENCILS’.
04.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 19 C’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BRAKE BLOCK RB95’.
23.06.1992 Repair ‘BRAKE LEVER’.
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Repair ‘TRAIN PIPE (END)’.
23.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 19 C’
13.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 19 C’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARERS’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘CENTRE SILL’.
30.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 19 C’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BRAKE CONTROL PIPE’.
22.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 19 C’
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 19 C’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

09.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 20

Details: wagon ‘RKHX 20 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 14.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 06.08.1995
Due Triple Valve: 20.02.1990
Last Brake Cylinder: 20.02.1989
Last Single Car Test: 09.03.1990
Last Lift: 31.05.1983

29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AKHX 20 V’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 22

Details: wagon ‘RKHX 22 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 18.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 05.06.1995
Due Triple Valve: 19.01.1990
Last Brake Cylinder: 07.06.1993
Last Single Car Test: 07.06.1993
Last Lift: 28.11.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

04.01.1991 Repair ‘VEHICLE COMPLETE’.
04.01.1991 Repair ‘VEHICLE RETARE’.
04.01.1991 Repair ‘VEHICLE STENCILS’.
04.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 22 Q’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘STEP’.
04.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 22 Q’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1993 Repair ‘BRAKE PULL ROD’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.06.1993 Repair ‘TRAIN PIPE (END)’.
04.06.1993 Repair ‘VEHICLE COMPLETE’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 22 Q’
07.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 22 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
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25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 22 Q’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 24

Details: wagon ‘RKHX 24 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 22.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.04.1994
Due Triple Valve: 16.02.1994
Last Brake Cylinder: 16.02.1993
Last Single Car Test: 16.02.1993
Last Lift: 01.09.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

11.12.1990 Repair ‘VEHICLE RECLASSIFY’.
11.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 24 L’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRANCH PIPE’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 24 L’
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15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘VEHICLE COMPLETE’.
15.04.1991 Repair ‘VEHICLE RETARE’.
15.04.1991 Repair ‘VEHICLE STENCILS’.
15.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 24 L’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BRAKE CONTROL PIPE’.
14.08.1992 Repair ‘BRANCH PIPE’.
14.08.1992 Repair ‘TRAIN PIPE (END)’.
14.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 24 L’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE COMPLETE’.
13.11.1992 Repair ‘BRAKE LEVER’.
13.11.1992 Repair ‘COUPLER KNUCKLE’.
13.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Repair ‘HANDRAILS’.
13.11.1992 Repair ‘HANDRAILS END’.
13.11.1992 Repair ‘STEP’.
13.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 24 L’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘BRAKE LEVER’.
12.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
12.02.1993 Repair ‘VEHICLE COMPLETE’.
12.02.1993 Repair ‘YOKE COMPLETE’.
12.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 24 L’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 24 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 24 L’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKHX 26

21.03.1997 Reclassified from wagon ‘RKHX 26 A’ to ’ wagon ‘AKHX 26 G’.

RKHX 27

Details: wagon ‘RKHX 27 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 18.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 22.11.1994
Due Triple Valve: 15.03.1990
Last Brake Cylinder: 20.02.1988
Last Single Car Test: 20.12.1993
Last Lift: 04.05.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1989 Repair ‘TRAIN PIPE (END)’.
26.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
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19.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKHX 27 P’

04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘BRAKE PULL ROD’.
04.12.1991 Repair ‘CARD OR CLIP HOLDER’.
04.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1991 Repair ‘SIDE BEARER’.
04.12.1991 Repair ‘STEP’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BEARERS’.
02.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 27 P’
04.03.1993 Repair ‘HANDRAILS END’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Repair ‘BRAKE BLOCK RB95’.
26.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE CONTROL PIPE’.
18.12.1993 Repair ‘COUPLER COMPLETE’.
18.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 27 P’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKHX 27 P’
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AKHX 27 P’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 28

03.04.1997 Reclassified from wagon ‘RKHX 28 S’ to ’ wagon ‘AKHX 28 B’.

RKHX 29

Details: wagon ‘RKHX 29 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 29.09.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AOCX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 25.09.1995
Due Triple Valve: 17.04.1991
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 06.04.1993
Last Lift: 01.09.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.
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17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘HANDRAILS END’.
17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Repair ‘VEHICLE COMPLETE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 29 K’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘HANDRAILS’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 29 K’
12.12.1990 Repair ‘VEHICLE RECLASSIFY’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 29 K’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘TRAIN PIPE (END)’.
26.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 29 K’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1991 Repair ‘BRAKE LEVER’.
28.11.1991 Repair ‘BRAKE PIN’.
28.11.1991 Repair ‘COUPLER COMPLETE’.
28.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.11.1991 Repair ‘STEP’.
28.11.1991 Repair ‘WEAR PLATES & SADDLES’.
28.11.1991 Repair ‘YOKE COMPLETE’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 29 K’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘FLOOR SHEETING’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 29 K’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘END COMPLETE’.
25.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 29 K’
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27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘CENTRE SILL’.
27.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1992 Repair ‘WEAR PLATES & SADDLES’.
27.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 29 K’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘BRAKE LEVER’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1993 Repair ‘YOKE COMPLETE’.
01.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 29 K’
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 29 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

25.09.1995 Repair ‘VEHICLE RECLASSIFY’.
25.09.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘AKHX 29 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 33

Details: wagon ‘RKHX 33 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 17.10.1967
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.04.1994
Due Triple Valve: 01.05.1988
Last Brake Cylinder: 05.05.1992
Last Single Car Test: 07.02.1994
Last Lift: 31.12.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

30.09.1989 Repair ‘HANDRAILS END’.
30.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 33 K’
07.12.1989 Repair ‘BRAKE PULL ROD’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 33 K’
23.12.1989 Repair ‘HANDRAILS END’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 33 K’
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 33 K’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘END FRAME MEMBER’.
28.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Repair ‘TRAIN PIPE’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 33 K’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BEARERS’.
02.11.1992 Repair ‘BOGIE COMPLETE’.
02.11.1992 Repair ‘BRAKE LEVER’.
02.11.1992 Repair ‘CENTRE SILL’.
02.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 33 K’
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15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BEARERS’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘END COMPLETE’.
15.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1993 Repair ‘STEP’.
15.04.1993 Repair ‘TRAIN PIPE’.
15.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 33 K’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRAKE CONTROL PIPE’.
05.02.1994 Repair ‘END BRAKE COCK’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 33 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 33 K’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 34

Details: wagon ‘RKHX 34 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 25.10.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 06.10.1994
Due Triple Valve: 25.05.1991
Last Brake Cylinder: 15.12.1992
Last Single Car Test: 28.11.1991
Last Lift: 30.10.1980

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRANCH PIPE’.
25.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘EMPTY LOAD VALVE’.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘STEP’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 34 T’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE SPRING’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Repair ‘TWIST LOCK’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 34 T’
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 34 T’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER COMPLETE’.
22.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.11.1991 Repair ‘TOP CENTRE PLATE’.
22.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 34 T’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARERS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘CENTRE SILL’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 34 T’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.12.1992 Repair ‘BOGIE BEARERS’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘CENTRE SILL’.
10.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.12.1992 Repair ‘END BRAKE COCK’.
10.12.1992 Repair ‘END HOSE’.
10.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 34 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 34 T’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 35

Details: wagon ‘RKHX 35 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 31.10.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 30.09.1995
Due Triple Valve: 06.09.1992
Last Brake Cylinder: 04.02.1993
Last Single Car Test: 09.03.1994
Last Lift: 25.03.1985

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

07.12.1990 Repair ‘DOOR COMPLETE’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
11.12.1990 Repair ‘BOGIE COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘VEHICLE STENCILS’.
11.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 35 F’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘EMPTY LOAD VALVE’.
12.12.1990 Repair ‘VEHICLE RECLASSIFY’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
06.02.1991 Repair ‘BODY COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 35 F’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
06.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
11.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
26.06.1992 Repair ‘STEP’.
26.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS
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REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘END COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 35 F’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘TRAIN PIPE (END)’.
29.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1993 Repair ‘BOGIE COMPLETE’.
03.02.1993 Repair ‘BRAKE LEVER’.
03.02.1993 Repair ‘BRANCH PIPE’.
03.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.02.1993 Repair ‘VEHICLE COMPLETE’.
03.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE CONTROL PIPE’.
26.03.1993 Repair ‘TRAIN PIPE (END)’.
26.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘BRAKE LEVER’.
07.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 35 F’
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon ‘AKHX 35 F’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

02.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 37

21.03.1997 Reclassified from wagon ‘RKHX 37 R’ to ’ wagon ‘AKHX 37 A’.

RKHX 40

Details: wagon ‘RKHX 40 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 16.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 03.05.1995
Due Triple Valve: 04.01.1992
Last Brake Cylinder: 17.02.1988
Last Single Car Test: 20.01.1994
Last Lift: 10.08.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘HANDRAILS END’.
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04.01.1991 Repair ‘STEP’.
04.01.1991 Repair ‘VEHICLE RECLASSIFY’.
04.01.1991 Repair ‘VEHICLE RETARE’.
04.01.1991 Repair ‘VEHICLE STENCILS’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 40 Y’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BEARERS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘CENTRE SILL’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 40 Y’
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Repair ‘TRAIN PIPE (END)’.
20.01.1994 Repair ‘UNDERFRAME COMPLETE’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 40 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 40 Y’
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Port Waratah’ with a previous code of wagon

‘AKHX 40 Y’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 42

21.03.1997 Reclassified from wagon ‘RKHX 42 D’ to ’ wagon ‘AKHX 42 J’.
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RKHX 45

Details: wagon ‘RKHX 45 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 12.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 07.06.1994
Due Triple Valve: 13.06.1990
Last Brake Cylinder: 13.06.1989
Last Single Car Test: 11.08.1993
Last Lift: 03.12.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘WEAR PLATES & SADDLES’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 45 N’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 45 N’
01.12.1989 Repair ‘BOGIE COMPLETE’.
01.12.1989 Repair ‘VEHICLE COMPLETE’.
01.12.1989 Repair ‘VEHICLE STENCILS’.
01.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 45 N’
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21.03.1990 Repair ‘STEP’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 45 N’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1990 Repair ‘HANDRAILS’.
30.04.1990 Repair ‘HANDRAILS END’.
30.04.1990 Repair ‘STEP’.
30.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 45 N’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE COMPLETE’.
08.10.1992 Repair ‘CENTRE SILL’.
08.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
08.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
08.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 45 N’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 45 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 45 N’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 46

Details: wagon ‘RKHX 46 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.12.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 04.05.1994
Due Triple Valve: 14.06.1991
Last Brake Cylinder: 14.06.1990
Last Single Car Test: 17.09.1993
Last Lift: 31.07.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.06.1990 Repair ‘DOOR LOCK MECHANISM’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 46 W’
29.06.1990 Repair ‘HANDRAILS END’.
29.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 46 W’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘BRAKE LEVER’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘CARD OR CLIP HOLDER’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1990 Repair ‘HANDBRAKE HANDLE’.
02.08.1990 Repair ‘HANDRAILS END’.
02.08.1990 Repair ‘STEP’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 46 W’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1990 Repair ‘BRAKE PULL ROD’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘EMPTY LOAD VALVE’.
30.10.1990 Repair ‘GRADE CONTROL VALVE’.
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30.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1990 Repair ‘WHEEL SET’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 46 W’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘HANDRAILS’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 46 W’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘DOOR COMPLETE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1990 Repair ‘VEHICLE RECLASSIFY’.
13.11.1990 Repair ‘VEHICLE RETARE’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 46 W’
11.02.1991 Repair ‘BODY COMPLETE’.
11.02.1991 Repair ‘BOGIE COMPLETE’.
11.02.1991 Repair ‘VEHICLE STENCILS’.
11.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 46 W’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 46 W’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.05.1991 Repair ‘SIDE BEARER’.
14.05.1991 Repair ‘TOP CENTRE PLATE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 46 W’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 46 W’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BEARERS’.
09.11.1992 Repair ‘BOGIE COMPLETE’.
09.11.1992 Repair ‘CENTRE SILL’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘END HOSE’.
09.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 46 W’
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15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE LEVER’.
15.09.1993 Repair ‘BRANCH PIPE’.
15.09.1993 Repair ‘STEP’.
15.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 46 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 46 W’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 47

Details: wagon ‘RKHX 47 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 05.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AOCX—EX AKHX 47 X
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 01.06.1995
Due Triple Valve: 07.02.1995
Last Brake Cylinder: 24.10.1990
Last Single Car Test: 07.02.1994
Last Lift: 20.12.1984

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘AKHX 47 X’

06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES
(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 48

99.99.9999 Reclassified from wagon ‘RKHX 48 L’ to ’ wagon ‘AKHX 48 R’.

RKHX 50

Details: wagon ‘RKHX 50 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.12.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 03.05.1995
Due Triple Valve: 15.08.1990
Last Brake Cylinder: 15.08.1989
Last Single Car Test: 08.11.1990
Last Lift: 01.04.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.
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21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKHX 50 W’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘STEP’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 50 W’
22.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 50 W’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘EMPTY LOAD VALVE’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 50 W’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1990 Repair ‘SIDE BEARER’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 50 W’
29.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 50 W’
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘EMPTY LOAD VALVE’.
09.02.1991 Repair ‘GRADE CONTROL VALVE’.
09.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 50 W’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

14.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKHX 50 W’

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.
(NRC054)’. New class: ‘RKHX’.

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 50 W’
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26.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 51

Details: wagon ‘RKHX 51 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 23.12.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 10.08.1994
Last Triple Valve: 01.08.1988
Last Brake Cylinder: 13.01.1994
Last Single Car Test: 13.01.1994
Last Lift: 03.05.1977

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
17.01.1990 Repair ‘BRAKE BLOCK OTHER’.
17.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 51 X’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1992 Repair ‘BRAKE PULL ROD’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1992 Repair ‘HANDRAILS END’.
09.03.1992 Repair ‘SIDE BEARER’.
09.03.1992 Repair ‘STEP’.
09.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘BRAKE LEVER’.
19.05.1992 Repair ‘TRAIN PIPE (END)’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Repair ‘VEHICLE STENCILS’.
20.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 51 X’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘BRAKE BLOCK RB95’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘TOP CENTRE PLATE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
31.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 51 X’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1993 Repair ‘HANDRAILS’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TOP CENTRE PLATE’.
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15.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘BRAKE PULL ROD’.
13.01.1994 Repair ‘CENTRE SILL’.
13.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
13.01.1994 Repair ‘END BRAKE COCK’.
13.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1994 Repair ‘STEP’.
13.01.1994 Repair ‘TOP CENTRE PLATE’.
13.01.1994 Repair ‘TRAIN PIPE’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 51 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘AKHX 51 X’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 52

21.03.1997 Reclassified from wagon ‘RKHX 52 L’ to ’ wagon ‘AKHX 52 R’.

RKHX 56

Details: wagon ‘RKHX 56 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.8tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 08.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX 56
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 08.06.1994
Due Triple Valve: 28.05.1994
Last Brake Cylinder: 28.05.1993
Last Single Car Test: 22.03.1994
Last Lift: 01.02.1983

13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AKHX 56 H’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 58

Details: wagon ‘RKHX 58 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 14.01.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI
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Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.04.1994
Due Triple Valve: 01.06.1988
Last Single Car Test: 29.01.1992
Last Lift: 24.11.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BRANCH PIPE’.
21.08.1990 Repair ‘END HOSE’.
21.08.1990 Repair ‘TRAIN PIPE (END)’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 58 C’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘BRAKE PULL ROD’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 58 C’
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 58 C’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Repair ‘COUPLER COMPLETE’.
28.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 58 C’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARERS’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘CENTRE SILL’.
14.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 58 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 58 C’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
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PLATE. RKHX ALL. (RS4889)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 60

03.04.1997 Reclassified from wagon ‘RKHX 60 B’ to ’ wagon ‘AKHX 60 H’.

RKHX 61

Details: wagon ‘RKHX 61 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 08.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 06.08.1995
Due Triple Valve: 17.08.1994
Last Brake Cylinder: 07.06.1993
Last Single Car Test: 17.08.1993
Last Lift: 07.10.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

05.07.1989 Repair ‘END FRAME MEMBER’.
05.07.1989 Repair ‘END SHEETING’.
05.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 61 Q’
07.07.1989 Repair ‘BODY COMPLETE’.
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07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKHX 61 Q’

19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BOLSTER’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘SIDE COMPLETE’.
19.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘STEP’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 61 Q’
09.04.1991 Repair ‘VEHICLE COMPLETE’.
09.04.1991 Repair ‘VEHICLE STENCILS’.
09.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 61 Q’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE PULL ROD’.
30.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 61 Q’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BEARERS’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1991 Repair ‘SIDE BEARER’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 61 Q’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BRAKE LEVER’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1992 Repair ‘YOKE COMPLETE’.
04.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
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10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Repair ‘BRAKE PULL ROD’.
10.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.05.1992 Repair ‘EMPTY LOAD VALVE’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
28.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘BRAKE LEVER’.
21.08.1992 Repair ‘TRAIN PIPE (END)’.
21.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
29.09.1992 Repair ‘END COMPLETE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 61 Q’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE (END)’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
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04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.06.1993 Repair ‘TRAIN PIPE (END)’.
04.06.1993 Repair ‘VEHICLE COMPLETE’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE CONTROL PIPE’.
16.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
05.01.1994 Alteration ‘REDUCE CENTRE STAUNCHION BY 300 MM IN HEIGHT TO

FACILITATE LOADING. AKHX 3,9,14,19,20,40,60,61 & 75. (RS4838)’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 61 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 61 Q’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 62

Details: wagon ‘RKHX 62 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
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Date Built: 15.02.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 19.12.1994
Due Triple Valve: 09.07.1991
Last Brake Cylinder: 22.11.1989
Last Single Car Test: 16.03.1993
Last Lift: 28.10.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

05.09.1989 Repair ‘DOOR COMPLETE’.
05.09.1989 Repair ‘STANCHION’.
05.09.1989 Repair ‘VEHICLE RECLASSIFY’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 62 C’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘HANDRAILS’.
22.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 62 C’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
22.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 62 C’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘BRANCH PIPE’.
09.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 62 C’
08.01.1991 Repair ‘VEHICLE COMPLETE’.
08.01.1991 Repair ‘VEHICLE RETARE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 62 C’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.06.1992 Repair ‘TRANSOM’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 62 C’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE BEARERS’.
09.10.1992 Repair ‘BOGIE COMPLETE’.
09.10.1992 Repair ‘BRAKE BLOCK RB95’.
09.10.1992 Repair ‘CENTRE SILL’.
09.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 62 C’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE (END)’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 62 C’
05.02.1994 Repair ‘COUPLER COMPLETE’.
05.02.1994 Repair ‘STEP’.
05.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 62 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AKHX 62 C’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 66

Details: wagon ‘RKHX 66 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 02.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 25.07.1994
Due Triple Valve: 04.01.1991
Last Brake Cylinder: 06.06.1988
Last Single Car Test: 08.12.1993
Last Lift: 28.11.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘DOOR COMPLETE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘STEP’.
04.01.1990 Repair ‘VEHICLE RECLASSIFY’.
04.01.1990 Repair ‘VEHICLE RETARE’.
04.01.1990 Repair ‘VEHICLE STENCILS’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 66 P’
30.05.1990 Repair ‘SIDE STEP’.
30.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 66 P’
12.06.1990 Repair ‘END HOSE’.
12.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 66 P’
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 66 P’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARERS’.
15.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 66 P’
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1993 Repair ‘YOKE COMPLETE’.
19.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 66 P’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1993 Repair ‘BRAKE LEVER’.
01.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 66 P’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BOLSTER’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘GRADE CONTROL VALVE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 66 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 66 P’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 67

Details: wagon ‘RKHX 67 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 09.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 04.05.1994
Last Triple Valve: 19.09.1990
Last Brake Cylinder: 01.08.1990
Last Single Car Test: 04.05.1993
Last Lift: 01.04.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE PULL ROD’.
18.12.1989 Repair ‘SIDE BEARER’.
18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 67 B’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘CARD OR CLIP HOLDER’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘WHEEL SET’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 67 B’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRAKE CONTROL PIPE’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 67 B’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘BRAKE PULL ROD’.
18.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
18.09.1990 Repair ‘TRAIN PIPE’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 67 B’
07.01.1991 Repair ‘BODY COMPLETE’.
07.01.1991 Repair ‘VEHICLE RETARE’.
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07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 67 B’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘WHEEL SET’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 67 B’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘CENTRE SILL’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 67 B’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE BEARERS’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘EMPTY LOAD VALVE’.
01.10.1992 Repair ‘END COMPLETE’.
01.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 67 B’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘BRAKE LEVER’.
05.04.1993 Repair ‘END HOSE’.
05.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 67 B’
28.06.1993 Repair ‘BOGIE COMPLETE’.
28.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 67 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 67 B’
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Port Waratah’ with a previous code of wagon

‘AKHX 67 B’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES
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(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 69

03.04.1997 Reclassified from wagon ‘RKHX 69 N’ to ’ wagon ‘AKHX 69 T’.

RKHX 70

Details: wagon ‘RKHX 70 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 18.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 22.11.1994
Due Triple Valve: 16.08.1991
Last Brake Cylinder: 12.08.1992
Last Single Car Test: 10.12.1992
Last Lift: 10.10.1979

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
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16.08.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘GRADE CONTROL VALVE’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 70 P’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE LEVER’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘CENTRE SILL’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 70 P’
24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.

REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘UNDERFRAME COMPLETE’.
03.12.1992 Repair ‘WHEEL SET’.
03.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 70 P’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BEARERS’.
12.01.1993 Repair ‘BOGIE COMPLETE’.
12.01.1993 Repair ‘END COMPLETE’.
12.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 70 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘AKHX 70 P’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKHX 71

03.04.1997 Reclassified from wagon ‘RKHX 71 S’ to ’ wagon ‘AKHX 71 B’.

RKHX 72

Details: wagon ‘RKHX 72 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 29.03.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.04.1994
Due Triple Valve: 25.08.1993
Last Brake Cylinder: 25.08.1992
Last Single Car Test: 02.02.1993
Last Lift: 17.01.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘EMPTY LOAD VALVE’.
01.07.1989 Repair ‘GRADE CONTROL VALVE’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 72 K’
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 72 K’
01.08.1989 Repair ‘HANDRAILS END’.
01.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 72 K’
30.12.1989 Repair ‘YOKE CARRIER’.
30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 72 K’
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 72 K’
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24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 72 K’
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 72 K’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘EMPTY LOAD VALVE’.
29.11.1990 Repair ‘GRADE CONTROL VALVE’.
29.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 72 K’
03.01.1991 Repair ‘VEHICLE COMPLETE’.
03.01.1991 Repair ‘VEHICLE RETARE’.
03.01.1991 Repair ‘VEHICLE STENCILS’.
03.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 72 K’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘TOP CENTRE PLATE’.
18.06.1991 Repair ‘YOKE COMPLETE’.
18.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 72 K’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘DRAFT GEAR POCKET’.
11.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
11.07.1991 Repair ‘STEP’.
11.07.1991 Repair ‘YOKE COMPLETE’.
11.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 72 K’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘BRAKE PULL ROD’.
05.06.1992 Repair ‘BRANCH PIPE’.
05.06.1992 Repair ‘CENTRE SILL’.
05.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.06.1992 Repair ‘END HOSE’.
05.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1992 Repair ‘HANDRAILS END’.
05.06.1992 Repair ‘SIDE BEARER’.
05.06.1992 Repair ‘STEP’.
05.06.1992 Repair ‘TRAIN PIPE (END)’.
05.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1992 Repair ‘YOKE CARRIER’.
05.06.1992 Repair ‘YOKE COMPLETE’.
05.06.1992 Repair ‘YOKE FOLLOWER’.
05.06.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
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05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKHX 72 K’

13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1992 Repair ‘VEHICLE STENCILS’.
13.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 72 K’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘END COMPLETE’.
25.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 72 K’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BRAKE BLOCK RB95’.
27.01.1993 Repair ‘BRAKE LEVER’.
27.01.1993 Repair ‘TRAIN PIPE (END)’.
27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 72 K’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
31.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 72 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 72 K’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 73

Details: wagon ‘RKHX 73 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 06.04.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 27.07.1995
Last Lift: 28.11.1984

29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AKHX 73 T’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 75

03.04.1997 Reclassified from wagon ‘RKHX 75 X’ to ’ wagon ‘AKHX 75 Y’.

RKHX 76

03.04.1997 Reclassified from wagon ‘RKHX 76 R’ to ’ wagon ‘AKHX 76 A’.

RKHX 77

Details: wagon ‘RKHX 77 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 30.04.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 12.01.1995
Last Triple Valve: 15.03.1989
Last Brake Cylinder: 15.03.1989
Last Single Car Test: 25.01.1994
Last Lift: 14.10.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘TRAIN PIPE (END)’.
20.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 77 J’
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 77 J’
03.01.1991 Repair ‘BODY COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘VEHICLE RETARE’.
03.01.1991 Repair ‘VEHICLE STENCILS’.
03.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 77 J’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARERS’.
30.09.1992 Repair ‘BOGIE COMPLETE’.
30.09.1992 Repair ‘CENTRE SILL’.
30.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 77 J’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.01.1994 Repair ‘BRAKE CONTROL PIPE’.
21.01.1994 Repair ‘TRAIN PIPE (END)’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 77 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 77 J’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

12.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 78

Details: wagon ‘RKHX 78 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 06.05.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 03.05.1994
Due Triple Valve: 08.03.1990
Last Brake Cylinder: 05.11.1992
Last Lift: 14.04.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

16.07.1989 Repair ‘END HOSE’.
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16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 78 S’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARERS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘CENTRE SILL’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1992 Repair ‘TRAIN PIPE’.
27.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 78 S’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BEARERS’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘END COMPLETE’.
07.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1992 Repair ‘YOKE COMPLETE’.
07.12.1992 Repair ‘YOKE FOLLOWER’.
07.12.1992 Repair ‘YOKE PIN’.
07.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 78 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 78 S’
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Waratah’ with a previous code of wagon

‘AKHX 78 S’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 80

Details: wagon ‘RKHX 80 R’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 22.09.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 02.06.1995
Due Triple Valve: 11.10.1990
Last Brake Cylinder: 11.10.1989
Last Single Car Test: 08.02.1994
Last Lift: 07.07.1982

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Repair ‘BRANCH PIPE’.
21.08.1989 Repair ‘DOOR COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE RECLASSIFY’.
21.08.1989 Repair ‘VEHICLE RETARE’.
21.08.1989 Repair ‘VEHICLE STENCILS’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 80 A’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘BRANCH PIPE’.
06.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AKHX 80 A’
27.03.1990 Repair ‘END HOSE’.
27.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 80 A’
08.11.1990 Repair ‘VEHICLE COMPLETE’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
08.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 80 A’
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19.02.1991 Repair ‘BODY COMPLETE’.
19.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 80 A’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘BRAKE PULL ROD’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.06.1991 Repair ‘YOKE COMPLETE’.
18.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 80 A’
19.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 80 A’
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 80 A’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BRANCH PIPE’.
26.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 80 A’
28.05.1992 Repair ‘VEHICLE COMPLETE’.
28.05.1992 Repair ‘VEHICLE STENCILS’.
28.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 80 A’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE BEARERS’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘END COMPLETE’.
01.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 80 A’
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BRAKE PULL ROD’.
08.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
08.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 80 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 80 A’
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30.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

02.06.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 81

Details: wagon ‘RKHX 81 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 21.12.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 22.08.1995
Due Triple Valve: 26.08.1994
Last Brake Cylinder: 26.01.1993
Last Single Car Test: 26.08.1993
Last Lift: 17.01.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.07.1989 Repair ‘DOOR HINGES AND PINS’.
11.07.1989 Repair ‘DOOR LOCK MECHANISM’.
11.07.1989 Repair ‘DRAFT GEAR POCKET’.
11.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘STEP’.
11.07.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AKHX 81 J’
12.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1990 Repair ‘COUPLER COMPLETE’.
12.05.1990 Repair ‘DOOR COMPLETE’.
12.05.1990 Repair ‘EMPTY LOAD VALVE’.
12.05.1990 Repair ‘GRADE CONTROL VALVE’.
12.05.1990 Repair ‘VEHICLE RECLASSIFY’.
12.05.1990 Repair ‘VEHICLE RETARE’.
12.05.1990 Repair ‘VEHICLE STENCILS’.
12.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 81 J’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘END SILL’.
18.10.1990 Repair ‘SIDE BEARER’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 81 J’
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 81 J’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BEARERS’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘CENTRE SILL’.
19.11.1992 Repair ‘END COMPLETE’.
19.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1992 Repair ‘TOP CENTRE PLATE’.
19.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 81 J’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘BRAKE BLOCK RB95’.
21.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKHX 81 J’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 81 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 81 J’
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05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 82

21.03.1997 Reclassified from wagon ‘RKHX 82 M’ to ’ wagon ‘AKHX 82 S’.

RKHX 84

Details: wagon ‘RKHX 84 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 06.10.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN CM
Return to Service Date: 03.05.1994
Due Triple Valve: 01.05.1993
Last Brake Cylinder: 22.12.1992
Last Single Car Test: 01.05.1992
Last Lift: 28.02.1986
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11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRANCH PIPE’.
24.01.1990 Repair ‘DOOR COMPLETE’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 84 N’
30.01.1990 Repair ‘VEHICLE COMPLETE’.
30.01.1990 Repair ‘VEHICLE RECLASSIFY’.
30.01.1990 Repair ‘VEHICLE STENCILS’.
30.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 84 N’
02.01.1991 Repair ‘BODY COMPLETE’.
02.01.1991 Repair ‘VEHICLE RETARE’.
02.01.1991 Repair ‘VEHICLE STENCILS’.
02.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 84 N’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘BRAKE PULL ROD’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 84 N’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 84 N’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BEARERS’.
16.12.1992 Repair ‘BOGIE COMPLETE’.
16.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1992 Repair ‘END COMPLETE’.
16.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1992 Repair ‘YOKE COMPLETE’.
16.12.1992 Repair ‘YOKE FOLLOWER’.
16.12.1992 Repair ‘YOKE PIN’.
16.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 84 N’
07.03.1994 Repair ‘CARD OR CLIP HOLDER’.
07.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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07.03.1994 Repair ‘HANDBRAKE HANDLE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 84 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 84 N’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 85

Details: wagon ‘RKHX 85 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 14.10.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 11.05.1995
Due Triple Valve: 02.02.1991
Last Brake Cylinder: 25.11.1992
Last Single Car Test: 28.10.1991
Last Lift: 05.11.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.02.1990 Repair ‘BRAKE CONTROL PIPE’.
02.02.1990 Repair ‘BRANCH PIPE’.
02.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘STEP’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 85 W’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRAKE CONTROL PIPE’.
25.10.1991 Repair ‘BRAKE LEVER’.
25.10.1991 Repair ‘BRANCH PIPE’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 85 W’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BEARERS’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘CENTRE SILL’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1992 Repair ‘END COMPLETE’.
20.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1992 Repair ‘YOKE COMPLETE’.
20.11.1992 Repair ‘YOKE PIN’.
20.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 85 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 85 W’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKHX 87

Details: wagon ‘RKHX 87 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 12.11.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 03.05.1994
Due Triple Valve: 21.02.1990
Last Brake Cylinder: 23.03.1993
Last Single Car Test: 23.03.1993
Last Lift: 26.10.1984

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘BRANCH PIPE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 87 R’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BRAKE BLOCK RB95’.
04.09.1990 Repair ‘BRAKE PULL ROD’.
04.09.1990 Repair ‘ISOLATING COCK’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 87 R’
03.01.1991 Repair ‘VEHICLE COMPLETE’.
03.01.1991 Repair ‘VEHICLE RETARE’.
03.01.1991 Repair ‘VEHICLE STENCILS’.
03.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 87 R’
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24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS
REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
04.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 87 R’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘BRAKE PULL ROD’.
03.03.1993 Repair ‘HANDRAILS END’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1993 Repair ‘STEP’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
03.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 87 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 87 R’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 88

Details: wagon ‘RKHX 88 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 25.10.1971
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 23.05.1995
Due Triple Valve: 10.05.1991
Last Brake Cylinder: 10.05.1990
Last Single Car Test: 04.11.1992
Last Lift: 28.06.1983

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.01.1990 Repair ‘BRAKE BLOCK RB95’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 88 D’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRANCH PIPE’.
01.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 88 D’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRANCH PIPE’.
10.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘STEP’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 88 D’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE LEVER’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 88 D’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 88 D’
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 88 D’
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
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15.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKHX 88 D’

24.08.1992 Alteration ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS REQUIRED.
REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD. AKHX & AKCX
ALL. (RS4726)’.

14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘END COMPLETE’.
14.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKHX 88 D’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘TRAIN PIPE (END)’.
23.10.1992 Repair ‘VEHICLE COMPLETE’.
23.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 88 D’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 88 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 88 D’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 89

Details: wagon ‘RKHX 89 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 12.11.1971
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 16.06.1995
Due Triple Valve: 19.01.1990
Last Brake Cylinder: 19.01.1989
Last Single Car Test: 13.10.1993
Last Lift: 06.05.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

17.01.1990 Repair ‘SIDE BEARER’.
17.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 89 M’
19.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 89 M’
12.02.1991 Repair ‘BODY COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘VEHICLE RETARE’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 89 M’
13.02.1991 Repair ‘BODY COMPLETE’.
13.02.1991 Repair ‘BOGIE COMPLETE’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 89 M’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BEARERS’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1992 Repair ‘CENTRE SILL’.
13.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 89 M’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 89 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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16.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 89 M’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 90

Details: wagon ‘RKHX 90 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 01.11.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 05.06.1995
Due Triple Valve: 08.06.1991
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 09.03.1994
Last Lift: 22.09.1986

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘EMPTY LOAD VALVE’.
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25.07.1989 Repair ‘GRADE CONTROL VALVE’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 90 X’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘END BRAKE COCK’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
15.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘WHEEL SET’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 90 X’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.06.1990 Repair ‘COUPLER KNUCKLE’.
08.06.1990 Repair ‘EMPTY LOAD VALVE’.
08.06.1990 Repair ‘GRADE CONTROL VALVE’.
08.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.06.1990 Repair ‘SIDE BEARER’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 90 X’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE COMPLETE’.
29.11.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.11.1991 Repair ‘TRAIN PIPE (END)’.
29.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
29.01.1992 Repair ‘BODY COMPLETE’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1992 Repair ‘TOP CENTRE PLATE’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
03.06.1992 Repair ‘TRANSOM’.
03.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
04.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘CENTRE SILL’.
28.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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28.10.1992 Repair ‘WEAR PLATES & SADDLES’.
28.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 90 X’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BODY COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘DRAFT GEAR POCKET’.
06.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘STEP’.
06.04.1993 Repair ‘TRAIN PIPE (END)’.
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Repair ‘YOKE CARRIER’.
06.04.1993 Repair ‘YOKE COMPLETE’.
06.04.1993 Repair ‘YOKE FOLLOWER’.
06.04.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 90 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKHX 90 X’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKHX 91

Details: wagon ‘RKHX 91 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 12.11.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 29.04.1994
Last Single Car Test: 11.08.1993
Last Lift: 02.12.1981

11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

06.07.1990 Repair ‘HANDRAILS END’.
06.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKHX 91 R’
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 91 R’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BEARERS’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘CENTRE SILL’.
12.11.1992 Repair ‘END COMPLETE’.
12.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 91 R’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘TRAIN PIPE (END)’.
11.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 91 R’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BRAKE CONTROL PIPE’.
10.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 91 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.

(NRC054)’. New class: ‘RKHX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 91 R’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHX 94

Details: wagon ‘RKHX 94 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 06.12.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 22.05.1996
Due Triple Valve: 13.01.1990
Last Brake Cylinder: 13.01.1989
Last Single Car Test: 15.04.1993
Last Lift: 29.05.1987

16.12.1994 Repair ‘VEHICLE RECLASSIFY’.
16.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AKHX 94 V’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

RKHX 97

Details: wagon ‘RKHX 97 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-2
Date Built: 09.12.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKHX
BSG Code: FXKI

Capacity of 54.2 tonnes

Fleet Grp Code: AE UZ UK CN CM
Return to Service Date: 25.07.1994
Due Triple Valve: 21.07.1990
Last Brake Cylinder: 21.07.1989
Last Single Car Test: 21.04.1993
Last Lift: 21.10.1986
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11.01.1989 Alteration complete ‘REMOVE ALL DOORS FROM 62 NO. ‘AOCX’
WAGONS, RETARE AND RECLASSIFY TO ‘AKHX’ AND STENCIL ‘FOR STEEL
TRAFFIC ONLY’. ALL AOCX. (RS4374)’. New class: ‘AKHX’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Repair ‘VEHICLE RETARE’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKHX 97 C’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BRANCH PIPE’.
23.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 97 C’
26.03.1992 Repair ‘HANDBRAKE HANDLE’.
26.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 97 C’
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Repair ‘VEHICLE STENCILS’.
06.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 97 C’
24.08.1992 Alteration complete ‘REPAIRS TO CENTRE SILL BOTTOM FLANGE AS

REQUIRED. REWELD ITEM 15 WITH 8 MM CONTINUOUS FILLET WELD.
AKHX & AKCX ALL. (RS4726)’.

02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BEARERS’.
02.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKHX 97 C’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1992 Repair ‘BOGIE COMPLETE’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1992 Repair ‘SIDE BEARER’.
28.10.1992 Repair ‘STEP’.
28.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 97 C’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BRAKE PULL ROD’.
17.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1993 Repair ‘SIDE BEARER’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKHX 97 C’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘AKHX’ STEEL WAGONS TO ‘RKHX‘.
(NRC054)’. New class: ‘RKHX’.

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKHX 97 C’
06.01.1995 Alteration ‘REMOVE EXISTING CENTRE SILL STRENGTHENER PLATES

(ITEMS 15, 72 & 75 REF DRG A/5-C-6982) AND FIT NEW STRENGTHENER
PLATE. RKHX ALL. (RS4889)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKHY 20202

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20202 S’
18.05.1995 Reclassified from wagon ‘RKHY 20202 W’ to ’ wagon ‘RKLY 20202 L’.

RKHY 20207

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20207 R’
08.12.1995 Reclassified from wagon ‘RKHY 20207 V’ to ’ wagon ‘RKHF 20207 Y’.

RKHY 20217

10.02.1997 Reclassified from wagon ‘RKHY 20217 G’ to ’ wagon ‘RCQF 20217 K’.

RKHY 20221

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20221 V’
13.05.1995 Reclassified from wagon ‘RKHY 20221 G’ to ’ wagon ‘RKHF 20221 W’.

RKHY 20227

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20227 K’
27.11.1995 Reclassified from wagon ‘RKHY 20227 Y’ to ’ wagon ‘RKHF 20227 H’.

RKHY 20232

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20232 T’
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27.11.1995 Reclassified from wagon ‘RKHY 20232 A’ to ’ wagon ‘RKHF 20232 Q’.

RKHY 20252

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20252 M’
20.07.1995 Reclassified from wagon ‘RKHY 20252 Q’ to ’ wagon ‘RKHF 20252 J’.

RKHY 20256

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20256 V’
19.07.1995 Reclassified from wagon ‘RKHY 20256 G’ to ’ wagon ‘RKHF 20256 W’.

RKHY 20257

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20257 L’
27.11.1995 Reclassified from wagon ‘RKHY 20257 P’ to ’ wagon ‘RKHF 20257 X’.

RKHY 20259

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20259 C’
10.05.1995 Reclassified from wagon ‘RKHY 20259 K’ to ’ wagon ‘RKHF 20259 D’.

RKHY 20263

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20263 G’
26.05.1995 Reclassified from wagon ‘RKHY 20263 K’ to ’ wagon ‘RKHF 20263 D’.

RKHY 20268

Details: wagon ‘RKHY 20268 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970

13548



2.658. Wagon classification starting with ‘RKH’

Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20268/NKHY20268F (HOT BILLETS)
BSG Code: NSKI

Capacity of 54 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20268 F’

RKHY 20275

08.01.1997 Reclassified from wagon ‘RKHY 20275 N’ to ’ wagon ‘RCQF 20275 R’.

RKHY 20276

Details: wagon ‘RKHY 20276 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20276 S EX NKHY 20276 S
BSG Code: NSOZ

Capacity of 54 tonnes

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20276 Y’

RKHY 20277

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20277 E’
16.01.1996 Reclassified from wagon ‘RKHY 20277 X’ to ’ wagon ‘RKHF 20277 B’.
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RKHY 20279

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20279 W’
01.05.1995 Reclassified from wagon ‘RKHY 20279 D’ to ’ wagon ‘RKHF 20279 T’.

RKHY 20281

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20281 A’
11.01.1996 Reclassified from wagon ‘RKHY 20281 X’ to ’ wagon ‘RKHF 20281 B’.

RKHY 20293

11.08.1996 Reclassified from wagon ‘RKHY 20293 L’ to ’ wagon ‘RKHF 20293 E’.

RKHY 20301

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20301 Q’
12.12.1995 Reclassified from wagon ‘RKHY 20301 U’ to ’ wagon ‘RKHF 20301 N’.

RKHY 20318

28.11.1996 Reclassified from wagon ‘RKHY 20318 W’ to ’ wagon ‘RCQF 20318 D’.

RKHY 20323

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20323 E’
20.07.1995 Reclassified from wagon ‘RKHY 20323 X’ to ’ wagon ‘RKHF 20323 B’.

RKHY 20331

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20331 R’
25.05.1995 Reclassified from wagon ‘RKHY 20331 V’ to ’ wagon ‘RKHF 20331 Y’.

RKHY 20336

28.11.1996 Reclassified from wagon ‘RKHY 20336 U’ to ’ wagon ‘RCQF 20336 B’.

RKHY 20346

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.

13550



2.658. Wagon classification starting with ‘RKH’

22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NKHY 20346 B’

01.05.1995 Reclassified from wagon ‘RKHY 20346 F’ to ’ wagon ‘RKHF 20346 V’.

RKHY 20347

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20347 K’
15.04.1995 Reclassified from wagon ‘RKHY 20347 Y’ to ’ wagon ‘RKLY 20347 D’.

RKHY 20348

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20348 T’
12.12.1995 Reclassified from wagon ‘RKHY 20348 A’ to ’ wagon ‘RKHF 20348 Q’.

RKHY 20372

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20372 M’
08.12.1995 Reclassified from wagon ‘RKHY 20372 Q’ to ’ wagon ‘RKHF 20372 J’.

RKHY 20374

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20374 H’
20.07.1995 Reclassified from wagon ‘RKHY 20374 L’ to ’ wagon ‘RKHF 20374 E’.

RKHY 20385

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20385 U’
18.04.1995 Reclassified from wagon ‘RKHY 20385 F’ to ’ wagon ‘RKLY 20385 R’.

RKHY 20390

24.03.1997 Reclassified from wagon ‘RKHY 20390 Y’ to ’ wagon ‘RCQF 20390 S’.

RKHY 20393

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20393 K’
05.05.1995 Reclassified from wagon ‘RKHY 20393 S’ to ’ wagon ‘RKHF 20393 L’.
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RKHY 20396

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20396 S’
10.05.1995 Reclassified from wagon ‘RKHY 20396 W’ to ’ wagon ‘RKHF 20396 P’.

RKHY 20418

03.04.1997 Reclassified from wagon ‘RKHY 20418 G’ to ’ wagon ‘RCQF 20418 K’.

RKHY 20422

Details: wagon ‘RKHY 20422 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY 20422 C
BSG Code: NSKZ

Capacity of 54 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20422 C’

RKHY 20434

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20434 B’
08.12.1995 Reclassified from wagon ‘RKHY 20434 J’ to ’ wagon ‘RKHF 20434 C’.

RKHY 20436

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20436 A’
18.04.1995 Reclassified from wagon ‘RKHY 20436 E’ to ’ wagon ‘RKLY 20436 Q’.
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RKHY 20443

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20443 E’
26.05.1995 Reclassified from wagon ‘RKHY 20443 X’ to ’ wagon ‘RKHF 20443 B’.

RKHY 20445

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20445 W’
27.11.1995 Reclassified from wagon ‘RKHY 20445 D’ to ’ wagon ‘RKHF 20445 T’.

RKHY 20451

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20451 R’
27.11.1995 Reclassified from wagon ‘RKHY 20451 V’ to ’ wagon ‘RKHF 20451 Y’.

RKHY 20458

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20458 H’
18.04.1995 Reclassified from wagon ‘RKHY 20458 P’ to ’ wagon ‘RKLY 20458 E’.

RKHY 20459

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20459 U’
11.01.1996 Reclassified from wagon ‘RKHY 20459 B’ to ’ wagon ‘RKHF 20459 R’.

RKHY 20460

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20460 M’
16.01.1996 Reclassified from wagon ‘RKHY 20460 U’ to ’ wagon ‘RKHF 20460 N’.

RKHY 20464

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20464 R’
10.05.1995 Reclassified from wagon ‘RKHY 20464 K’ to ’ wagon ‘RKHF 20464 D’.
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RKHY 20474

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20474 Y’
13.05.1995 Reclassified from wagon ‘RKHY 20474 S’ to ’ wagon ‘RKHF 20474 L’.

RKHY 20481

Details: wagon ‘RKHY 20481 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY 20481 S
BSG Code: NSKI

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20481 S’

RKHY 20485

28.11.1996 Reclassified from wagon ‘RKHY 20485 M’ to ’ wagon ‘RCQF 20485 Q’.

RKHY 20493

29.01.1997 Reclassified from wagon ‘RKHY 20493 C’ to ’ wagon ‘RCQF 20493 G’.

RKHY 20515

04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20515 F’
27.11.1995 Reclassified from wagon ‘RKHY 20515 J’ to ’ wagon ‘RKHF 20515 C’.

RKHY 20519

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NKHY 20519 S’

12.12.1995 Reclassified from wagon ‘RKHY 20519 W’ to ’ wagon ‘RKHF 20519 P’.

RKHY 20520

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20520 Y’
16.01.1996 Reclassified from wagon ‘RKHY 20520 S’ to ’ wagon ‘RKHF 20520 L’.

RKHY 20531

10.02.1997 Reclassified from wagon ‘RKHY 20531 M’ to ’ wagon ‘RCQF 20531 Q’.

RKHY 20535

07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20535 V’
08.12.1995 Reclassified from wagon ‘RKHY 20535 C’ to ’ wagon ‘RKHF 20535 S’.

RKHY 20543

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20543 L’
27.11.1995 Reclassified from wagon ‘RKHY 20543 P’ to ’ wagon ‘RKHF 20543 X’.

RKHY 20547

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20547 U’
27.11.1995 Reclassified from wagon ‘RKHY 20547 F’ to ’ wagon ‘RKHF 20547 V’.

RKHY 20549

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20549 T’
10.05.1995 Reclassified from wagon ‘RKHY 20549 A’ to ’ wagon ‘RKHF 20549 Q’.

RKHY 20560

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20560 T’
12.12.1995 Reclassified from wagon ‘RKHY 20560 E’ to ’ wagon ‘RKHF 20560 U’.
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RKHY 20562

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCQX 20562 C’
16.01.1996 Reclassified from wagon ‘RKHY 20562 W’ to ’ wagon ‘RKHF 20562 P’.

RKHY 20570

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20570 X’
30.04.1995 Reclassified from wagon ‘RKHY 20570 M’ to ’ wagon ‘RKHF 20570 F’.

RKHY 20574

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20574 R’
12.05.1995 Reclassified from wagon ‘RKHY 20574 C’ to ’ wagon ‘RKHF 20574 S’.

RKHY 20582

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20582 L’
19.07.1995 Reclassified from wagon ‘RKHY 20582 P’ to ’ wagon ‘RKHF 20582 X’.

RKHY 20583

04.12.1994 Repair ‘VEHICLE RECLASSIFY’.
04.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20583 Q’
26.05.1995 Reclassified from wagon ‘RKHY 20583 B’ to ’ wagon ‘RKHF 20583 R’.

RKHY 20588

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20588 P’
30.04.1995 Reclassified from wagon ‘RKHY 20588 A’ to ’ wagon ‘RKHF 20588 Q’.

RKHY 20590

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20590 B’
18.04.1995 Reclassified from wagon ‘RKHY 20590 F’ to ’ wagon ‘RKLY 20590 R’.
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RKHY 20595

28.11.1996 Reclassified from wagon ‘RKHY 20595 E’ to ’ wagon ‘RCQF 20595 X’.

RKHY 20600

28.10.1996 Reclassified from wagon ‘RKHY 20600 J’ to ’ wagon ‘RKHF 20600 C’.

RKHY 20603

08.01.1997 Reclassified from wagon ‘RKHY 20603 N’ to ’ wagon ‘RCQF 20603 R’.

RKHY 20605

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20605 A’
05.05.1995 Reclassified from wagon ‘RKHY 20605 X’ to ’ wagon ‘RKHF 20605 B’.

RKHY 20610

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20610 J’
15.04.1995 Reclassified from wagon ‘RKHY 20610 R’ to ’ wagon ‘RKLY 20610 G’.

RKHY 20808

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20808 S’
08.12.1995 Reclassified from wagon ‘RKHY 20808 D’ to ’ wagon ‘RKHF 20808 T’.

RKHY 20810

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20810 A’
19.04.1995 Reclassified from wagon ‘RKHY 20810 X’ to ’ wagon ‘RKLY 20810 U’.

RKHY 20812

28.10.1996 Reclassified from wagon ‘RKHY 20812 D’ to ’ wagon ‘RKHF 20812 T’.

RKHY 20814

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20814 N’
11.01.1996 Reclassified from wagon ‘RKHY 20814 V’ to ’ wagon ‘RKHF 20814 Y’.
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RKHY 20818

03.04.1997 Reclassified from wagon ‘RKHY 20818 L’ to ’ wagon ‘RCQF 20818 P’.

RKHY 20823

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20823 Q’
18.04.1995 Reclassified from wagon ‘RKHY 20823 U’ to ’ wagon ‘RKLY 20823 J’.

RKHY 20829

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20829 B’
11.01.1996 Reclassified from wagon ‘RKHY 20829 F’ to ’ wagon ‘RKHF 20829 V’.

RKHY 20830

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20830 X’
27.11.1995 Reclassified from wagon ‘RKHY 20830 B’ to ’ wagon ‘RKHF 20830 R’.

RKHY 20833

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20833 B’
16.01.1996 Reclassified from wagon ‘RKHY 20833 F’ to ’ wagon ‘RKHF 20833 V’.

RKHY 20838

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20838 A’
12.12.1995 Reclassified from wagon ‘RKHY 20838 E’ to ’ wagon ‘RKHF 20838 U’.

RKHY 20849

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20849 F’
20.07.1995 Reclassified from wagon ‘RKHY 20849 V’ to ’ wagon ‘RKHF 20849 Y’.

RKHY 20855

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20855 M’
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04.05.1995 Reclassified from wagon ‘RKHY 20855 Q’ to ’ wagon ‘RKHF 20855 J’.

RKHY 20865

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20865 X’
12.05.1995 Reclassified from wagon ‘RKHY 20865 B’ to ’ wagon ‘RKHF 20865 R’.

RKHY 20866

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20866 C’
13.05.1995 Reclassified from wagon ‘RKHY 20866 K’ to ’ wagon ‘RKHF 20866 D’.

RKHY 20868

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20868 U’
28.04.1995 Reclassified from wagon ‘RKHY 20868 F’ to ’ wagon ‘RKHF 20868 V’.

RKHY 20876

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20876 Y’
25.05.1995 Reclassified from wagon ‘RKHY 20876 S’ to ’ wagon ‘RKHF 20876 L’.

RKHY 20882

14.06.1996 Reclassified from wagon ‘RKHY 20882 N’ to ’ wagon ‘RKHF 20882 G’.

RKHY 20885

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20885 N’
10.05.1995 Reclassified from wagon ‘RKHY 20885 R’ to ’ wagon ‘RKHF 20885 K’.

RKHY 20890

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20890 W’
16.01.1996 Reclassified from wagon ‘RKHY 20890 D’ to ’ wagon ‘RKHF 20890 T’.
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RKHY 20892

09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20892 R’
13.05.1995 Reclassified from wagon ‘RKHY 20892 V’ to ’ wagon ‘RKHF 20892 Y’.

RKHY 20898

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20898 V’
13.05.1995 Reclassified from wagon ‘RKHY 20898 G’ to ’ wagon ‘RKHF 20898 W’.

RKHY 20907

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDY 20907 X’
12.05.1995 Reclassified from wagon ‘RKHY 20907 B’ to ’ wagon ‘RKHF 20907 R’.

RKHY 20915

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20915 G’
26.05.1995 Reclassified from wagon ‘RKHY 20915 Y’ to ’ wagon ‘RKHF 20915 H’.

RKHY 20923

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20923 A’
05.05.1995 Reclassified from wagon ‘RKHY 20923 E’ to ’ wagon ‘RKHF 20923 U’.

RKHY 20925

24.03.1997 Reclassified from wagon ‘RKHY 20925 W’ to ’ wagon ‘RCQF 20925 D’.

RKHY 20929

15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20929 X’
13.05.1995 Reclassified from wagon ‘RKHY 20929 M’ to ’ wagon ‘RKHF 20929 F’.

RKHY 20934

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20934 R’
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10.05.1995 Reclassified from wagon ‘RKHY 20934 V’ to ’ wagon ‘RKHF 20934 Y’.

RKHY 20936

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20936 X’
12.12.1995 Reclassified from wagon ‘RKHY 20936 Q’ to ’ wagon ‘RKHF 20936 J’.

RKHY 20944

08.01.1997 Reclassified from wagon ‘RKHY 20944 G’ to ’ wagon ‘RCQF 20944 K’.

RKHY 20954

Details: wagon ‘RKHY 20954 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NKHY/NODY 20954
BSG Code: NSOZ

Capacity of 54 tonnes

Fleet Grp Code: AE UZ UO
Return to Service Date: 29.12.1989
Cont Max Slots: 2

09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20954 G’

RKHY 20959

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20959 F’
30.04.1995 Reclassified from wagon ‘RKHY 20959 N’ to ’ wagon ‘RKHF 20959 G’.
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RKHY 20977

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20977 D’
19.07.1995 Reclassified from wagon ‘RKHY 20977 L’ to ’ wagon ‘RKHF 20977 E’.

RKHY 20987

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20987 P’
15.04.1995 Reclassified from wagon ‘RKHY 20987 T’ to ’ wagon ‘RKLY 20987 X’.

RKHY 20988

03.04.1997 Reclassified from wagon ‘RKHY 20988 F’ to ’ wagon ‘RCQF 20988 J’.

RKHY 20999

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20999 S’
10.05.1995 Reclassified from wagon ‘RKHY 20999 W’ to ’ wagon ‘RKHF 20999 P’.

2.659 Wagon classification starting with ‘RKI’

RKIY 7005

Details: wagon ‘RKIY 7005 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 20.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 23.08.1994
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: FSKI

Capacity of 60 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE
Return to Service Date: 06.08.1996
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19.05.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

2.660 Wagon classification starting with ‘RKJ’

RKJX 33

09.05.1995 Reclassified from wagon ‘RKJX 33 K’ to ’ wagon ‘ROJX 33 S’.

RKJY 20203

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20203 K’
23.03.1995 Reclassified from wagon ‘RKJY 20203 Y’ to ’ wagon ‘RKLY 20203 U’.

RKJY 20205

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20205 F’
16.03.1995 Reclassified from wagon ‘RKJY 20205 J’ to ’ wagon ‘RKLY 20205 P’.

RKJY 20206

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20206 Y’
23.03.1995 Reclassified from wagon ‘RKJY 20206 S’ to ’ wagon ‘RKLY 20206 B’.

RKJY 20209

Details: wagon ‘RKJY 20209 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: EX NOJY 20209 D—EX NKJY 20209 S
BSG Code: NSKI

Capacity of 54 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20209 S’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.

RKJY 20228

Details: wagon ‘RKJY 20228 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20228K EX NKJY 20228C
BSG Code: NSKI

Capacity of 54 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20228 C’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
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05.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RKJY 20234

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20234 U’
29.03.1995 Reclassified from wagon ‘RKJY 20234 B’ to ’ wagon ‘RKLY 20234 H’.

RKJY 20238

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20238 K’
17.03.1995 Reclassified from wagon ‘RKJY 20238 Y’ to ’ wagon ‘RKLY 20238 U’.

RKJY 20239

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20239 T’
10.02.1995 Reclassified from wagon ‘RKJY 20239 A’ to ’ wagon ‘RKLY 20239 G’.

RKJY 20240

Details: wagon ‘RKJY 20240 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOJY 20240A / NKJY20240
BSG Code: NSKZ

Capacity of 54 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20240 P’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RKJY 20243

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20243 T’
02.04.1995 Reclassified from wagon ‘RKJY 20243 A’ to ’ wagon ‘RKLY 20243 G’.

RKJY 20245

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20245 Y’
24.04.1995 Reclassified from wagon ‘RKJY 20245 S’ to ’ wagon ‘RCQF 20245 Q’.

RKJY 20260

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20260 X’
24.01.1995 Reclassified from wagon ‘RKJY 20260 M’ to ’ wagon ‘RCQF 20260 K’.

RKJY 20269

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20269 U’
18.03.1995 Reclassified from wagon ‘RKJY 20269 B’ to ’ wagon ‘RKLY 20269 H’.

RKJY 20284

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20284 Y’
20.04.1995 Reclassified from wagon ‘RKJY 20284 S’ to ’ wagon ‘RKLY 20284 B’.

RKJY 20289

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20289 N’
12.04.1995 Reclassified from wagon ‘RKJY 20289 R’ to ’ wagon ‘RKLY 20289 A’.
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RKJY 20296

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20296 R’
24.04.1995 Reclassified from wagon ‘RKJY 20296 V’ to ’ wagon ‘RCQF 20296 T’.

RKJY 20298

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20298 M’
18.04.1995 Reclassified from wagon ‘RKJY 20298 Q’ to ’ wagon ‘RKLY 20298 W’.

RKJY 20306

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20306 V’
23.03.1995 Reclassified from wagon ‘RKJY 20306 C’ to ’ wagon ‘RKLY 20306 X’.

RKJY 20332

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20332 J’
24.01.1995 Reclassified from wagon ‘RKJY 20332 N’ to ’ wagon ‘RKLY 20332 T’.

RKJY 20343

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20343 D’
24.01.1995 Reclassified from wagon ‘RKJY 20343 H’ to ’ wagon ‘RCQF 20343 F’.

RKJY 20362

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20362 K’
10.02.1995 Reclassified from wagon ‘RKJY 20362 Y’ to ’ wagon ‘RKLY 20362 U’.

RKJY 20365

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20365 Y’
16.03.1995 Reclassified from wagon ‘RKJY 20365 S’ to ’ wagon ‘RKLY 20365 B’.
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RKJY 20366

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20366 A’
18.03.1995 Reclassified from wagon ‘RKJY 20366 E’ to ’ wagon ‘RKLY 20366 K’.

RKJY 20370

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20370 A’
10.02.1995 Reclassified from wagon ‘RKJY 20370 E’ to ’ wagon ‘RKLY 20370 K’.

RKJY 20382

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20382 D’

RKJY 20423

Details: wagon ‘RKJY 20423 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20423H/NCCY20423D/NKJY20423R
BSG Code: NSKI

Capacity of 54 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20423 R’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKJY 20424

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20424 D’
23.03.1995 Reclassified from wagon ‘RKJY 20424 H’ to ’ wagon ‘RKLY 20424 N’.

RKJY 20428

02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NCCY 20428 C’
02.04.1995 Reclassified from wagon ‘RKJY 20428 U’ to ’ wagon ‘RKLY 20428 D’.

RKJY 20432

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20432 Q’

RKJY 20433

Details: wagon ‘RKJY 20433 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NSKI

Capacity of 54 tonnes

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

27.05.1995 Repair ‘VEHICLE RECLASSIFY’.
27.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20433 C’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKJY 20442

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20442 B’
24.01.1995 Reclassified from wagon ‘RKJY 20442 F’ to ’ wagon ‘RCQF 20442 D’.

RKJY 20447

Details: wagon ‘RKJY 20447 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20447/NKJY20447A
BSG Code: NSKZ

Capacity of 56 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20447 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RKJY 20503

Details: wagon ‘RKJY 20503 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
BSG Code: NSKI

Capacity of 54 tonnes

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.

RKJY 20539

Details: wagon ‘RKJY 20539 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20503 Q—EX NKJY 20503 X
BSG Code: NSKI

Capacity of 54 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20503 X’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
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RKJY 20546

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20546 V’
12.04.1995 Reclassified from wagon ‘RKJY 20546 C’ to ’ wagon ‘RKLY 20546 X’.

RKJY 20548

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20548 Q’
16.03.1995 Reclassified from wagon ‘RKJY 20548 U’ to ’ wagon ‘RKLY 20548 D’.

RKJY 20550

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20550 V’
12.04.1995 Reclassified from wagon ‘RKJY 20550 C’ to ’ wagon ‘RKLY 20550 X’.

RKJY 20552

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20552 Q’
24.01.1995 Reclassified from wagon ‘RKJY 20552 U’ to ’ wagon ‘RCQF 20552 S’.

RKJY 20553

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20553 C’
20.04.1995 Reclassified from wagon ‘RKJY 20553 G’ to ’ wagon ‘RKLY 20553 M’.

RKJY 20554

Details: wagon ‘RKJY 20554 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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Remarks: EX NODY/NCCY20554U/NKJY20554L
BSG Code: NSKI

Capacity of 54 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20554 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKJY 20558

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20558 B’
01.05.1995 Reclassified from wagon ‘RKJY 20558 F’ to ’ wagon ‘RCQF 20558 D’.

RKJY 20576

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20576 W’
16.03.1995 Reclassified from wagon ‘RKJY 20576 D’ to ’ wagon ‘RKLY 20576 J’.

RKJY 20594

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20594 U’
27.02.1995 Reclassified from wagon ‘RKJY 20594 B’ to ’ wagon ‘RCQF 20594 W’.

RKJY 20599

Details: wagon ‘RKJY 20599 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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Remarks: EX NKJY 20599 T
BSG Code: NSKI

Capacity of 54 tonnes

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

28.06.1995 Repair ‘VEHICLE RECLASSIFY’.
28.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20599 T’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RKJY 20608

Details: wagon ‘RKJY 20608 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20608/NOJY20608W/NKJY20608Y
BSG Code: NSKI

Capacity of 54 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20608 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKJY 20807

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20807 T’
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RKJY 20836

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20836 L’
24.01.1995 Reclassified from wagon ‘RKJY 20836 P’ to ’ wagon ‘RCQF 20836 N’.

RKJY 20841

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20841 U’
07.04.1995 Reclassified from wagon ‘RKJY 20841 B’ to ’ wagon ‘RKLY 20841 H’.

RKJY 20842

Details: wagon ‘RKJY 20842 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20842Y EX NKJY 20842G
BSG Code: NSKI

Capacity of 56 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20842 G’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKJY 20844

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20844 B’
12.04.1995 Reclassified from wagon ‘RKJY 20844 F’ to ’ wagon ‘RKLY 20844 L’.
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RKJY 20860

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20860 E’
10.02.1995 Reclassified from wagon ‘RKJY 20860 X’ to ’ wagon ‘RKLY 20860 Y’.

RKJY 20873

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20873 Q’
12.04.1995 Reclassified from wagon ‘RKJY 20873 U’ to ’ wagon ‘RKLY 20873 D’.

RKJY 20874

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20874 C’
11.05.1995 Reclassified from wagon ‘RKJY 20874 G’ to ’ wagon ‘RKLY 20874 M’.

RKJY 20880

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20880 U’
18.03.1995 Reclassified from wagon ‘RKJY 20880 B’ to ’ wagon ‘RKLY 20880 H’.

RKJY 20891

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20891 Y’
16.03.1995 Reclassified from wagon ‘RKJY 20891 S’ to ’ wagon ‘RKLY 20891 B’.

RKJY 20908

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20908 M’
27.02.1995 Reclassified from wagon ‘RKJY 20908 Q’ to ’ wagon ‘RCQF 20908 Y’.

RKJY 20918

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20918 U’
16.03.1995 Reclassified from wagon ‘RKJY 20918 B’ to ’ wagon ‘RKLY 20918 H’.
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RKJY 20935

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20935 J’

RKJY 20937

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20937 E’
12.04.1995 Reclassified from wagon ‘RKJY 20937 X’ to ’ wagon ‘RKLY 20937 Y’.

RKJY 20941

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20941 E’
16.03.1995 Reclassified from wagon ‘RKJY 20941 X’ to ’ wagon ‘RKLY 20941 Y’.

RKJY 20945

Details: wagon ‘RKJY 20945 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOJY 20945C—EX RKJY 20945 V
BSG Code: NSKZ

Capacity of 54 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20945 R’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKJY 20962

10.03.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20962 G’
18.03.1995 Reclassified from wagon ‘RKJY 20962 K’ to ’ wagon ‘RKLY 20962 Q’.

RKJY 20967

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20967 F’
11.05.1995 Reclassified from wagon ‘RKJY 20967 J’ to ’ wagon ‘RKLY 20967 P’.

RKJY 20968

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20968 Y’
23.03.1995 Reclassified from wagon ‘RKJY 20968 S’ to ’ wagon ‘RKLY 20968 B’.

RKJY 20971

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20971 F’
12.04.1995 Reclassified from wagon ‘RKJY 20971 J’ to ’ wagon ‘RKLY 20971 P’.

RKJY 20978

Details: wagon ‘RKJY 20978 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20978/NKJY20978W
BSG Code: NSKI

Capacity of 54 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NKJY 20978 W’

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKJY 20985

Details: wagon ‘RKJY 20985 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20985 D
BSG Code: NSKI

Capacity of 54 tonnes

10.01.1995 Repair ‘VEHICLE RECLASSIFY’.
10.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20985 D’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RKJY 20997

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20997 G’
15.04.1995 Reclassified from wagon ‘RKJY 20997 K’ to ’ wagon ‘RKLY 20997 Q’.

RKJY 85152

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85152 C’
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18.03.1995 Reclassified from wagon ‘RKJY 85152 G’ to ’ wagon ‘RKLY 85152 M’.

RKJY 85153

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85153 L’
23.03.1995 Reclassified from wagon ‘RKJY 85153 P’ to ’ wagon ‘RKLY 85153 V’.

RKJY 85154

Details: wagon ‘RKJY 85154 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NODY 20995/NCCY85154
BSG Code: NSKI

Capacity of 54 tonnes

05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85154 U’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKJY 85155

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85155 G’
02.04.1995 Reclassified from wagon ‘RKJY 85155 K’ to ’ wagon ‘RKLY 85155 Q’.

RKJY 85156

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85156 P’
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16.01.1995 Reclassified from wagon ‘RKJY 85156 T’ to ’ wagon ‘RCQY 85156 B’.

RKJY 85159

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85159 T’
02.04.1995 Reclassified from wagon ‘RKJY 85159 A’ to ’ wagon ‘RKLY 85159 G’.

RKJY 85160

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85160 P’
10.05.1995 Reclassified from wagon ‘RKJY 85160 T’ to ’ wagon ‘RKLY 85160 C’.

RKJY 85162

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85162 K’
24.01.1995 Reclassified from wagon ‘RKJY 85162 Y’ to ’ wagon ‘RCQF 85162 M’.

RKJY 85163

Details: wagon ‘RKJY 85163 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20254 D / NKJY85163
BSG Code: NSKI

Capacity of 54 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85163 T’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

2.661 Wagon classification starting with ‘RKK’

RKKF 19

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘REFRIGERATION & AIR CON’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Repair ‘VEHICLE RETARE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 19 X’
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 19 X’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BRAKE CONTROL PIPE’.
29.07.1992 Repair ‘BRANCH PIPE’.
29.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKKF 19 X’
10.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BRAKE LEVER’.
10.05.1993 Repair ‘BRAKE PIN’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 19 X’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BRANCH PIPE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 19 X’
31.07.1993 Repair ‘BOGIE COMPLETE’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKKF 19 X’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1993 Repair ‘CARD OR CLIP HOLDER’.
02.09.1993 Repair ‘WHEEL SET’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 19 X’
30.09.1993 Repair ‘BRANCH PIPE’.
30.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 19 X’
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 19 X’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BODY COMPLETE’.
10.12.1993 Repair ‘BODY COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 19 X’
07.01.1994 Repair ‘HANDRAILS’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKKF 19 X’
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BRANCH PIPE’.
22.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKKF 19 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 19 X’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 21

26.08.1994 Reclassified from wagon ‘RKKF 21 H’ to ’ wagon ‘RKKL 21 X’.

RKKF 73

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 73 C’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 73 C’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRANCH PIPE’.
12.06.1992 Repair ‘TRAIN PIPE’.
12.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 73 C’
11.09.1992 Repair ‘VEHICLE COMPLETE’.
11.09.1992 Repair ‘VEHICLE STENCILS’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 73 C’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1992 Repair ‘SIDE BEARER’.
15.09.1992 Repair ‘TOP CENTRE PLATE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 73 C’
29.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 73 C’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘TRAIN PIPE’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 73 C’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘CARD OR CLIP HOLDER’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘STANCHION’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘END HOSE’.
14.12.1993 Repair ‘TIMBER BEARER’.
14.12.1993 Repair ‘TRAIN PIPE’.
14.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 73 C’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 73 C’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 87

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 87 B’
23.06.1993 Repair ‘COUPLER COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKKL 87 B’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘BRANCH PIPE’.
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08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKKL 87 B’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 87 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 87 B’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 100

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 100 S’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 100 S’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘END BRAKE COCK’.
22.10.1992 Repair ‘TRAIN PIPE (END)’.
22.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 100 S’
29.10.1992 Repair ‘HANDRAILS END’.
29.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 100 S’
02.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 100 S’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 100 S’
26.06.1993 Repair ‘HANDRAILS END’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 100 S’
03.08.1993 Repair ‘BODY COMPLETE’.
03.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 100 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKKF 100 S’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
01.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
01.09.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

RKKF 108

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘STEP’.
28.05.1990 Repair ‘STRIKING CASTING’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 108 V’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 108 V’
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25.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
25.04.1992 Repair ‘VEHICLE RETARE’.
25.04.1992 Repair ‘VEHICLE STENCILS’.
25.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 108 V’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘SIDE MEMBER’.
03.06.1993 Repair ‘STEP’.
03.06.1993 Repair ‘TRAIN PIPE’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 108 V’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 108 V’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘HAND RELEASE (AIR)’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 108 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 108 V’
06.10.1994 Repair ‘TOP CENTRE PLATE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 113

26.08.1994 Reclassified from wagon ‘RKKF 113 B’ to ’ wagon ‘RKKL 113 C’.

RKKF 116

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

15.12.1989 Repair ‘HANDRAILS’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 116 L’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘SIDE COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.

13588



2.661. Wagon classification starting with ‘RKK’

21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 116 L’
06.08.1992 Repair ‘HANDBRAKE HANDLE’.
06.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 116 L’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BRANCH PIPE’.
13.08.1992 Repair ‘TRAIN PIPE (END)’.
13.08.1992 Repair ‘VEHICLE COMPLETE’.
13.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 116 L’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1993 Repair ‘BOGIE SPRING’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 116 L’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.01.1994 Repair ‘COUPLER KNUCKLE’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 116 L’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 116 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 116 L’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 118

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

30.11.1989 Repair ‘HANDRAILS END’.
30.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 118 G’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.

13589



2. TIMS GROUP INFORMATION - WAGONS

28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 118 G’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 118 G’
09.05.1993 Repair ‘HANDRAILS END’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 118 G’
27.09.1993 Repair ‘SIDE MEMBER’.
27.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 118 G’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘STANCHION’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 118 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 118 G’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 119

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 119 P’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 119 P’
28.08.1992 Repair ‘BOGIE BEARINGS’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 119 P’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARERS’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1992 Repair ‘WHEEL SET’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 119 P’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘STANCHION’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 119 P’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.04.1993 Issued at location ‘Parramatta’ with a previous code of wagon ‘AKKF 119 P’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
11.09.1993 Repair ‘BRANCH PIPE’.
11.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.09.1993 Repair ‘COUPLER KNUCKLE’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 119 P’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BEARERS’.
13.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1994 Repair ‘BRAKE PULL ROD’.
13.01.1994 Repair ‘HANDRAILS END’.
13.01.1994 Repair ‘SIDE STEP’.
13.01.1994 Repair ‘STANCHION’.
13.01.1994 Repair ‘STEP’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 119 P’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 119 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 119 P’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 119 P’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 124

26.08.1994 Reclassified from wagon ‘RKKF 124 S’ to ’ wagon ‘RKKL 124 T’.

RKKF 131

26.08.1994 Reclassified from wagon ‘RKKF 131 W’ to ’ wagon ‘RKKL 131 A’.

RKKF 156

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 156 U’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 156 U’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BRANCH PIPE’.
19.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 156 U’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 156 U’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BRAKE LEVER’.
26.11.1993 Repair ‘TOP CENTRE PLATE’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 156 U’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 156 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 156 U’
06.10.1994 Repair ‘TOP CENTRE PLATE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 174

26.08.1994 Reclassified from wagon ‘RKKF 174 M’ to ’ wagon ‘RKKL 174 N’.
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RKKF 188

26.08.1994 Reclassified from wagon ‘RKKF 188 K’ to ’ wagon ‘RKKL 188 L’.

RKKF 194

29.08.1994 Reclassified from wagon ‘RKKF 194 F’ to ’ wagon ‘RKKL 194 G’.

RKKF 215

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 215 J’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 215 J’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BRANCH PIPE’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 215 J’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BRAKE BLOCK RB95’.
07.09.1992 Repair ‘COUPLER KNUCKLE’.
07.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1992 Repair ‘TOP CENTRE PLATE’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 215 J’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 215 J’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE SPRING’.
23.07.1993 Repair ‘SIDE COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 215 J’
23.09.1993 Repair ‘BOGIE SPRING’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 215 J’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘END HOSE’.
11.12.1993 Repair ‘STANCHION’.
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11.12.1993 Repair ‘TRAIN PIPE (END)’.
11.12.1993 Repair ‘TRAIN PIPE’.
11.12.1993 Repair ‘UNDERFRAME COMPLETE’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 215 J’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 215 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 215 J’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 216

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 216 S’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 216 S’
01.10.1993 Repair ‘BRAKE BLOCK OTHER’.
01.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 216 S’
02.10.1993 Repair ‘END HOSE’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 216 S’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 216 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKKF 216 S’

30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 221

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.05.1992 Repair ‘DOOR COMPLETE’.
26.05.1992 Repair ‘SIDE COMPLETE’.
26.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
26.05.1992 Repair ‘VEHICLE RECLASSIFY’.
26.05.1992 Repair ‘VEHICLE RETARE’.
26.05.1992 Repair ‘VEHICLE STENCILS’.
26.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 221 E’
01.10.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
01.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 221 E’
26.01.1993 Repair ‘BRAKE PULL ROD’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 221 E’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘STEP’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Repair ‘YOKE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 221 E’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 221 E’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘BRAKE LEVER’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 221 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.

13595



2. TIMS GROUP INFORMATION - WAGONS

21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 221 E’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 228

02.09.1994 Reclassified from wagon ‘RKKF 228 P’ to ’ wagon ‘RKKL 228 Q’.

RKKF 232

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 232 V’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 232 V’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘CENTRE SILL’.
23.09.1993 Repair ‘TOP CENTRE PLATE’.
23.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 232 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 232 V’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 234

02.09.1994 Reclassified from wagon ‘RKKF 234 K’ to ’ wagon ‘RKKL 234 L’.
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RKKF 238

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.11.1992 Repair ‘FLOOR BOARDS’.
23.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.11.1992 Repair ‘VEHICLE RECLASSIFY’.
23.11.1992 Repair ‘VEHICLE STENCILS’.
23.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 238 H’
23.07.1993 Repair ‘DOOR LOCK MECHANISM’.
23.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 238 H’
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 238 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 238 H’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 238 H’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 244

26.08.1994 Reclassified from wagon ‘RKKF 244 S’ to ’ wagon ‘RKKL 244 T’.

RKKF 247

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

23.04.1992 Repair ‘HANDRAILS’.
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23.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 247 F’
28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 247 F’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 247 F’
18.07.1992 Repair ‘SIDE COMPLETE’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 247 F’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘HANDRAILS’.
11.08.1992 Repair ‘SIDE MEMBER’.
11.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 247 F’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘TRAIN PIPE (END)’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 247 F’
04.08.1993 Repair ‘TRAIN PIPE (END)’.
04.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 247 F’
11.09.1993 Repair ‘BRANCH PIPE’.
11.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.09.1993 Repair ‘HANDRAILS’.
11.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 247 F’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.12.1993 Repair ‘UNDERFRAME COMPLETE’.
13.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 247 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 247 F’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 249

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘END BRAKE COCK’.
05.11.1992 Repair ‘END HOSE’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 249 B’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.05.1993 Repair ‘BRANCH PIPE’.
14.05.1993 Repair ‘VEHICLE COMPLETE’.
14.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 249 B’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BRAKE BLOCK RB95’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Repair ‘SIDE MEMBER’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 249 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 249 B’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 251

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
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24.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Repair ‘VEHICLE RETARE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 251 F’
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 251 F’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BRAKE LEVER’.
18.11.1992 Repair ‘COUPLER COMPLETE’.
18.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.11.1992 Repair ‘SIDE BEARER’.
18.11.1992 Repair ‘STEP’.
18.11.1992 Repair ‘TOP CENTRE PLATE’.
18.11.1992 Repair ‘YOKE COMPLETE’.
18.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 251 F’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 251 F’
28.12.1993 Repair ‘BRAKE CONTROL PIPE’.
28.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 251 F’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘BRAKE LEVER’.
08.01.1994 Repair ‘BRANCH PIPE’.
08.01.1994 Repair ‘COUPLER KNUCKLE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 251 F’
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE BEARINGS’.
03.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘BRANCH PIPE’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 251 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 251 F’
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26.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 252

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.09.1992 Alteration complete ‘4 (NO.) ‘AOGF’ WAGONS TO BE FITTED WITH
TIMBER BEARERS OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE
WELDED TO FLOOR. DOORS TO BE REMOVED ON 2 (NO.) OF THE WAGONS
FOR TRIAL PURPOSES. WAGON TO BE STENCILLED ‘SLAB TRAFFIC ONLY’ -
RECLASSIFY WAGON TO ‘AKKF RESTENCIL CAPACITY TO 60 TONNES. AOGF 4
(TO BE SELECTED) (RS4728)’. Length Over Headstocks: ‘13.1m’. Tare Weight:
‘14tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AKKF’. Intended use: ‘STEEL BULK’. Capacity:
‘62T.’

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘DISCHARGE DOOR’.
25.09.1992 Repair ‘DISCHARGE DOOR’.
25.09.1992 Repair ‘STANCHION’.
25.09.1992 Repair ‘STANCHION’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Repair ‘VEHICLE RECLASSIFY’.
25.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 252 Y’
25.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 252 Y’
25.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 252 Y’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE BEARINGS’.
03.11.1992 Repair ‘BRANCH PIPE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 252 Y’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1992 Repair ‘STEP’.
09.11.1992 Repair ‘STEP’.
09.11.1992 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 252 Y’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BRAKE CONTROL PIPE’.
27.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.01.1993 Repair ‘TRAIN PIPE (END)’.
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27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKKF 252 Y’

02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘DOOR COMPLETE’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 252 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 252 Y’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 253

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘BRANCH PIPE’.
11.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘DOOR LOCK MECHANISM’.
11.05.1990 Repair ‘STEP’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 253 B’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘DOOR COMPLETE’.
06.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
06.11.1992 Repair ‘VEHICLE RECLASSIFY’.
06.11.1992 Repair ‘VEHICLE STENCILS’.
06.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 253 B’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 253 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 253 B’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
08.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 263

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 263 X’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘COUPLER KNUCKLE’.
03.09.1993 Repair ‘TOP CENTRE PLATE’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 263 X’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BOGIE COMPLETE’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘UNDERFRAME COMPLETE’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 263 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 263 X’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 291

13.02.1992 Repair ‘VEHICLE RECLASSIFY’.
13.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘AKKL 291 P’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
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OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘DOOR COMPLETE’.
15.01.1993 Repair ‘FLOOR BOARDS’.
15.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
15.01.1993 Repair ‘VEHICLE RECLASSIFY’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 291 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 291 P’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 300

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 300 J’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 300 J’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE BLOCK RB95’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘STEP’.
14.04.1993 Repair ‘TOP CENTRE PLATE’.
14.04.1993 Repair ‘TRAIN PIPE (END)’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
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14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKKF 300 J’

09.05.1993 Repair ‘HANDRAILS’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 300 J’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 300 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AKKF 300 J’
23.09.1994 Repair ‘BRAKE PULL ROD’.
23.09.1994 Repair ‘BRAKE PULL ROD’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 307

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.11.1992 Repair ‘DOOR COMPLETE’.
09.11.1992 Repair ‘END BRAKE COCK’.
09.11.1992 Repair ‘FLOOR BOARDS’.
09.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Repair ‘VEHICLE STENCILS’.
09.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 307 E’
29.01.1993 Repair ‘STEP’.
29.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKL 307 E’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE LEVER’.
23.07.1993 Repair ‘CENTRE SILL’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 307 E’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘STANCHION’.
12.01.1994 Repair ‘WHEEL SET’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 307 E’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 307 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AKKL 307 E’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 310

02.09.1994 Reclassified from wagon ‘RKKF 310 L’ to ’ wagon ‘RKKL 310 M’.

RKKF 311

16.09.1992 Alteration complete ‘4 (NO.) ‘AOGF’ WAGONS TO BE FITTED WITH
TIMBER BEARERS OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE
WELDED TO FLOOR. DOORS TO BE REMOVED ON 2 (NO.) OF THE WAGONS
FOR TRIAL PURPOSES. WAGON TO BE STENCILLED ‘SLAB TRAFFIC ONLY’ -
RECLASSIFY WAGON TO ‘AKKF RESTENCIL CAPACITY TO 60 TONNES. AOGF 4
(TO BE SELECTED) (RS4728)’. Length Over Headstocks: ‘13.1m’. Tare Weight:
‘14tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AKKF’. Intended use: ‘STEEL BULK’. Capacity:
‘62T.’

28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘DISCHARGE DOOR’.
28.09.1992 Repair ‘STANCHION’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
28.09.1992 Repair ‘VEHICLE RECLASSIFY’.
28.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 311 D’
02.01.1993 Repair ‘SIDE BEARER’.
02.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 311 D’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘SIDE BEARER’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 311 D’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
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07.10.1993 Repair ‘END BRAKE COCK’.
07.10.1993 Repair ‘END COMPLETE’.
07.10.1993 Repair ‘END HOSE’.
07.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.10.1993 Repair ‘SIDE BEARER’.
07.10.1993 Repair ‘STANCHION’.
07.10.1993 Repair ‘TOP CENTRE PLATE’.
07.10.1993 Repair ‘TRAIN PIPE (END)’.
07.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKKF 311 D’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 311 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 311 D’
23.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 311 D’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 323

26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 323 G’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE BLOCK RB95’.
28.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 323 G’
16.09.1992 Alteration complete ‘4 (NO.) ‘AOGF’ WAGONS TO BE FITTED WITH

TIMBER BEARERS OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE
WELDED TO FLOOR. DOORS TO BE REMOVED ON 2 (NO.) OF THE WAGONS
FOR TRIAL PURPOSES. WAGON TO BE STENCILLED ‘SLAB TRAFFIC ONLY’ -
RECLASSIFY WAGON TO ‘AKKF RESTENCIL CAPACITY TO 60 TONNES. AOGF 4
(TO BE SELECTED) (RS4728)’. Length Over Headstocks: ‘13.1m’. Tare Weight:
‘14tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AKKF’. Intended use: ‘STEEL BULK’. Capacity:
‘62T.’

29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Repair ‘VEHICLE RECLASSIFY’.
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29.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon
‘AKKF 323 G’

14.04.1993 Repair ‘SIDE STEP’.
14.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 323 G’
22.09.1993 Repair ‘DOOR LOCK MECHANISM’.
22.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 323 G’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BRANCH PIPE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 323 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
31.03.1994 Repair ‘VEHICLE RECLASSIFY’.
31.03.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 323 G’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 328

26.08.1994 Reclassified from wagon ‘RKKF 328 W’ to ’ wagon ‘RKKL 328 A’.

RKKF 338

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘END BRAKE COCK’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 338 Y’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 338 Y’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 338 Y’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
07.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 338 Y’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
28.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 338 Y’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 338 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 338 Y’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 339

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.
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21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘SIDE COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 339 W’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRANCH PIPE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 339 W’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 339 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 339 W’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 346

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘SIDE MEMBER’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 346 D’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKKF 346 D’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO
‘RKKF‘. (NRC011)’. New class: ‘RKKF’.

06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 346 D’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 346 D’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 353

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 353 H’
21.12.1992 Repair ‘STEP’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 353 H’
03.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 353 H’
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 353 H’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.01.1994 Repair ‘STANCHION’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 353 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 353 H’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
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08.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 355

26.08.1994 Reclassified from wagon ‘RKKF 355 T’ to ’ wagon ‘RKKL 355 U’.

RKKF 361

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRAKE BLOCK RB95’.
07.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 361 U’
08.03.1990 Repair ‘HANDRAILS END’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 361 U’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 361 U’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘SIDE MEMBER’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 361 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 361 U’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKF 363

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 363 P’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.05.1992 Repair ‘DOOR COMPLETE’.
26.05.1992 Repair ‘RELAY VALVE’.
26.05.1992 Repair ‘SIDE COMPLETE’.
26.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
26.05.1992 Repair ‘VEHICLE RECLASSIFY’.
26.05.1992 Repair ‘VEHICLE RETARE’.
26.05.1992 Repair ‘VEHICLE STENCILS’.
26.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 363 P’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 363 P’
26.01.1993 Repair ‘BRAKE PULL ROD’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 363 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKKF 363 P’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 366

26.08.1994 Reclassified from wagon ‘RKKF 366 N’ to ’ wagon ‘RKKL 366 Y’.

RKKF 371

26.08.1994 Reclassified from wagon ‘RKKF 371 W’ to ’ wagon ‘RKKL 371 A’.
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RKKF 377

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.03.1990 Repair ‘STEP’.
23.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 377 Y’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Repair ‘WHEEL SET’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 377 Y’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘DOOR COMPLETE’.
17.11.1992 Repair ‘FLOOR BOARDS’.
17.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
17.11.1992 Repair ‘VEHICLE RECLASSIFY’.
17.11.1992 Repair ‘VEHICLE STENCILS’.
17.11.1992 Repair ‘WEAR PLATES & SADDLES’.
17.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 377 Y’
28.06.1993 Repair ‘BOGIE BEARINGS’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 377 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
31.03.1994 Repair ‘VEHICLE RECLASSIFY’.
31.03.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 377 Y’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 392

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
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RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 392 X’
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKL 392 X’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘BRAKE CONTROL PIPE’.
24.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1993 Repair ‘STANCHION’.
24.11.1993 Repair ‘STRIKING CASTING’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 392 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 392 X’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 396

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.11.1992 Repair ‘FLOOR BOARDS’.
23.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
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23.11.1992 Repair ‘VEHICLE RECLASSIFY’.
23.11.1992 Repair ‘VEHICLE STENCILS’.
23.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 396 V’
18.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1993 Repair ‘BRAKE PULL ROD’.
18.04.1993 Repair ‘SIDE BEARER’.
18.04.1993 Repair ‘TOP CENTRE PLATE’.
18.04.1993 Repair ‘VEHICLE COMPLETE’.
18.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 396 V’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘TOP CENTRE PLATE’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 396 V’
29.04.1993 Repair ‘DOOR LOCK MECHANISM’.
29.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 396 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 396 V’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 399

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1990 Repair ‘HANDRAILS’.
08.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKL 399 C’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRANCH PIPE’.
26.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.10.1992 Repair ‘DOOR COMPLETE’.
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26.10.1992 Repair ‘FLOOR BOARDS’.
26.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
26.10.1992 Repair ‘VEHICLE RECLASSIFY’.
26.10.1992 Repair ‘VEHICLE STENCILS’.
26.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 399 C’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘BRAKE PULL ROD’.
11.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 399 C’
02.01.1993 Repair ‘SIDE BEARER’.
02.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 399 C’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘SIDE BEARER’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 399 C’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE LEVER’.
06.04.1993 Repair ‘END HOSE’.
06.04.1993 Repair ‘TRAIN PIPE (END)’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 399 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 399 C’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 400

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 400 Q’
25.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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25.04.1992 Repair ‘VEHICLE RETARE’.
25.04.1992 Repair ‘VEHICLE STENCILS’.
25.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 400 Q’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE LEVER’.
20.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.10.1992 Repair ‘END HOSE’.
20.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1992 Repair ‘STEP’.
20.10.1992 Repair ‘TOP CENTRE PLATE’.
20.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 400 Q’
29.12.1993 Repair ‘BRAKE BLOCK RB95’.
29.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKF 400 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 400 Q’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 418

26.08.1994 Reclassified from wagon ‘RKKF 418 V’ to ’ wagon ‘RKKL 418 W’.

RKKF 435

02.09.1994 Reclassified from wagon ‘RKKF 435 K’ to ’ wagon ‘RKKL 435 L’.

RKKF 437

26.08.1994 Reclassified from wagon ‘RKKF 437 F’ to ’ wagon ‘RKKL 437 G’.

RKKF 439

26.08.1994 Reclassified from wagon ‘RKKF 439 A’ to ’ wagon ‘RKKL 439 B’.

RKKF 449

15.11.1994 Reclassified from wagon ‘RKKF 449 X’ to ’ wagon ‘RKKL 449 J’.
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RKKF 453

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

17.12.1990 Repair ‘HANDRAILS’.
17.12.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AKKF 453 Y’
24.10.1991 Repair ‘STEP’.
24.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 453 Y’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 453 Y’
20.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.06.1992 Repair ‘BRAKE LEVER’.
20.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 453 Y’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BEARINGS’.
20.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1993 Repair ‘CARD OR CLIP HOLDER’.
20.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.05.1993 Repair ‘TOP CENTRE PLATE’.
20.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 453 Y’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 453 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 453 Y’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
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30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 458

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.11.1992 Repair ‘FLOOR BOARDS’.
23.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.11.1992 Repair ‘VEHICLE RECLASSIFY’.
23.11.1992 Repair ‘VEHICLE STENCILS’.
23.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 458 Y’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRANCH PIPE’.
26.07.1993 Repair ‘END FRAME MEMBER’.
26.07.1993 Repair ‘END HOSE’.
26.07.1993 Repair ‘TRANSOM’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 458 Y’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘COUPLER KNUCKLE’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 458 Y’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 458 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 458 Y’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 462

26.08.1994 Reclassified from wagon ‘RKKF 462 H’ to ’ wagon ‘RKKL 462 X’.

13620



2.661. Wagon classification starting with ‘RKK’

RKKF 468

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

16.09.1992 Alteration complete ‘4 (NO.) ‘AOGF’ WAGONS TO BE FITTED WITH
TIMBER BEARERS OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE
WELDED TO FLOOR. DOORS TO BE REMOVED ON 2 (NO.) OF THE WAGONS
FOR TRIAL PURPOSES. WAGON TO BE STENCILLED ‘SLAB TRAFFIC ONLY’ -
RECLASSIFY WAGON TO ‘AKKF RESTENCIL CAPACITY TO 60 TONNES. AOGF 4
(TO BE SELECTED) (RS4728)’. Length Over Headstocks: ‘13.1m’. Tare Weight:
‘14tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘2X2’. New class: ‘AKKF’. Intended use: ‘STEEL BULK’. Capacity:
‘62T.’

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.09.1992 Repair ‘DISCHARGE DOOR’.
25.09.1992 Repair ‘STANCHION’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Repair ‘VEHICLE RECLASSIFY’.
25.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 468 V’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE COMPLETE’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1994 Repair ‘SIDE MEMBER’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 468 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 468 V’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 479

26.08.1994 Reclassified from wagon ‘RKKF 479 J’ to ’ wagon ‘RKKL 479 K’.

RKKF 480

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 480 L’
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21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Repair ‘VEHICLE RETARE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 480 L’
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 480 L’
04.05.1992 Repair ‘STEP’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 480 L’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘STEP’.
29.05.1992 Repair ‘STRIKING CASTING’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 480 L’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 480 L’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 480 L’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 480 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 480 L’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 481

02.09.1994 Reclassified from wagon ‘RKKF 481 Y’ to ’ wagon ‘RKKL 481 P’.
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RKKF 491

26.08.1994 Reclassified from wagon ‘RKKF 491 W’ to ’ wagon ‘RKKL 491 A’.

RKKF 494

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1989 Repair ‘BRAKE LEVER’.
08.12.1989 Repair ‘BRAKE PIN’.
08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 494 J’
10.12.1989 Repair ‘HANDRAILS’.
10.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 494 J’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 494 J’
25.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
25.04.1992 Repair ‘VEHICLE RETARE’.
25.04.1992 Repair ‘VEHICLE STENCILS’.
25.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 494 J’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BRAKE CONTROL PIPE’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 494 J’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BEARINGS’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 494 J’
30.03.1993 Repair ‘BRANCH PIPE’.
30.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKKF 494 J’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
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05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRANCH PIPE’.
05.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.04.1993 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘VEHICLE STENCILS’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 494 J’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1993 Repair ‘COUPLER KNUCKLE’.
03.09.1993 Repair ‘TOP CENTRE PLATE’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 494 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 494 J’
06.10.1994 Repair ‘CENTRE SILL’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 499

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 499 J’
13.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1993 Repair ‘COUPLER KNUCKLE’.
13.03.1993 Repair ‘TOP CENTRE PLATE’.
13.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 499 J’
28.03.1993 Repair ‘STEP’.
28.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 499 J’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO
‘RKKF‘. (NRC011)’. New class: ‘RKKF’.

28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 499 J’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 501

02.09.1994 Reclassified from wagon ‘RKKF 501 D’ to ’ wagon ‘RKKL 501 E’.

RKKF 518

15.11.1994 Reclassified from wagon ‘RKKF 518 F’ to ’ wagon ‘RKKL 518 G’.

RKKF 520

26.08.1994 Reclassified from wagon ‘RKKF 520 K’ to ’ wagon ‘RKKL 520 L’.

RKKF 526

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1990 Repair ‘STANCHION’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 526 B’
09.08.1990 Repair ‘END HOSE’.
09.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 526 B’
06.10.1991 Repair ‘STEP’.
06.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKF 526 B’
21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR

25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘SIDE MEMBER’.
22.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
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22.05.1992 Repair ‘VEHICLE RETARE’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 526 B’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRANCH PIPE’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.06.1992 Repair ‘COUPLER COMPLETE’.
22.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 526 B’
10.08.1992 Repair ‘HANDBRAKE HANDLE’.
10.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 526 B’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘BRAKE PULL ROD’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 526 B’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BOLSTER’.
15.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 526 B’
17.12.1993 Repair ‘HANDRAILS’.
17.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 526 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 526 B’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 529

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

28.04.1992 Repair ‘BRANCH PIPE’.
28.04.1992 Repair ‘DOOR COMPLETE’.
28.04.1992 Repair ‘SIDE MEMBER’.
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28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 529 F’
28.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 529 F’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘BOGIE COMPLETE’.
19.11.1993 Repair ‘BRAKE LEVER’.
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Repair ‘STEP’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKF 529 F’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘TRAIN PIPE’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 529 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 529 F’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 539

26.08.1994 Reclassified from wagon ‘RKKF 539 H’ to ’ wagon ‘RKKL 539 X’.

RKKF 544

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘DOOR COMPLETE’.
21.05.1992 Repair ‘END HOSE’.
21.05.1992 Repair ‘SIDE COMPLETE’.
21.05.1992 Repair ‘VEHICLE LOAD CAPACITY’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
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21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 544 W’
20.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.06.1992 Repair ‘BRAKE LEVER’.
20.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
09.05.1993 Repair ‘BRAKE BLOCK RB95’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
25.01.1994 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 544 W’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 552

26.08.1994 Reclassified from wagon ‘RKKF 552 G’ to ’ wagon ‘RKKL 552 H’.

RKKF 558

15.11.1994 Reclassified from wagon ‘RKKF 558 Y’ to ’ wagon ‘RKKL 558 P’.

RKKF 561

21.04.1992 Alteration complete ‘REMOVE DOORS & SIDES BETWEEN DOORS FOR
25 NO. ‘AOGA’ OPEN WAGONS. FIT STANDARD GAUGE BOGIES. RESTENCIL
CARRYING CAPACITY TO 60 TONNES. RETARE & STENCIL ‘SLAB STEEL
WHYALLA - ISLINGTON ONLY’ RECLASSIFY WAGONS TO ‘AKKF‘. AOGA - TO
BE SELECTED. (RS4691)’. New class: ‘AKKF’.

24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘SIDE MEMBER’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKF 561 L’
25.04.1992 Repair ‘VEHICLE LOAD CAPACITY’.
25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
25.04.1992 Repair ‘VEHICLE RETARE’.
25.04.1992 Repair ‘VEHICLE STENCILS’.
25.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 561 L’
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14.04.1993 Repair ‘HANDRAILS’.
14.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKKF 561 L’
17.04.1993 Repair ‘SIDE STEP’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKKF 561 L’
30.06.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKKF 561 L’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘CENTRE SILL’.
01.09.1993 Repair ‘END BRAKE COCK’.
01.09.1993 Repair ‘END COMPLETE’.
01.09.1993 Repair ‘END HOSE’.
01.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1993 Repair ‘SIDE BEARER’.
01.09.1993 Repair ‘TOP CENTRE PLATE’.
01.09.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Repair ‘TRAIN PIPE’.
01.09.1993 Repair ‘TRANSOM’.
01.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKKF 561 L’
01.10.1993 Repair ‘BRAKE BLOCK RB95’.
01.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 561 L’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKF 561 L’
08.01.1994 Repair ‘HANDRAILS’.
08.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKF 561 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 561 L’
23.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKF 561 L’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 565

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
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13.06.1990 Issued at location ‘Karoonda’ with a previous code of wagon ‘AKKL 565 C’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 565 C’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BODY COMPLETE’.
12.10.1993 Repair ‘BODY COMPLETE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘FLOOR SHEETING’.
12.10.1993 Repair ‘FLOOR SHEETING’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 565 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 565 C’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKF 569

02.09.1994 Reclassified from wagon ‘RKKF 569 X’ to ’ wagon ‘RKKL 569 J’.

RKKL 21

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘DOOR LOCK MECHANISM’.
29.09.1989 Repair ‘HANDRAILS’.
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29.09.1989 Repair ‘HANDRAILS’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 21 H’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 21 H’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 21 H’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 21 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 21 H’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 21 H’
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 21 H’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 21 H’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 21 H’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 113

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BRAKE BLOCK RB95’.
10.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 113 B’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
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(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘DOOR COMPLETE’.
18.01.1993 Repair ‘END BRAKE COCK’.
18.01.1993 Repair ‘FLOOR BOARDS’.
18.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
18.01.1993 Repair ‘VEHICLE RECLASSIFY’.
18.01.1993 Repair ‘VEHICLE STENCILS’.
18.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 113 B’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BRAKE LEVER’.
18.02.1993 Repair ‘BRAKE PULL ROD’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 113 B’
23.03.1993 Repair ‘BOGIE SPRING’.
23.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 113 B’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRANCH PIPE’.
07.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 113 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 113 B’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 113 B’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 113 B’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 124

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.
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13.06.1990 Repair ‘VEHICLE RECLASSIFY’.
13.06.1990 Issued at location ‘Karoonda’ with a previous code of wagon ‘RKKF 124 S’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 124 S’
11.11.1993 Repair ‘FLOOR BOARDS’.
11.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 124 S’
29.01.1994 Repair ‘FLOOR BOARDS’.
29.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 124 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 124 S’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 124 S’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 124 S’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 131

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.05.1990 Repair ‘BRANCH PIPE’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 131 W’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
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STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 131 W’
20.01.1993 Repair ‘HANDRAILS’.
20.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 131 W’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘END COMPLETE’.
30.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1993 Repair ‘SIDE BEARER’.
30.09.1993 Repair ‘STANCHION’.
30.09.1993 Repair ‘TOP CENTRE PLATE’.
30.09.1993 Repair ‘TRAIN PIPE (END)’.
30.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKKF 131 W’
08.10.1993 Repair ‘STANCHION’.
08.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 131 W’
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 131 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 131 W’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 131 W’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 131 W’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 174

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
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(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘CENTRE SILL’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘END BOARDS’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 174 M’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 174 M’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BEARINGS’.
14.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 174 M’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
20.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.01.1994 Repair ‘COUPLER KNUCKLE’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 174 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 174 M’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 174 M’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 174 M’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 188

16.09.1988 Alteration complete ‘RECLASSIFY ‘AOGA’ WAGONS TO ‘AOGF‘. AOGA 376,
444 & 548 (RS4332)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘CENTRE SILL’.
29.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.01.1993 Repair ‘DOOR COMPLETE’.
29.01.1993 Repair ‘END BRAKE COCK’.
29.01.1993 Repair ‘FLOOR BOARDS’.
29.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
29.01.1993 Repair ‘VEHICLE RECLASSIFY’.
29.01.1993 Repair ‘VEHICLE STENCILS’.
29.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 188 K’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BRANCH PIPE’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 188 K’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRANCH PIPE’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 188 K’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.11.1993 Repair ‘COUPLER KNUCKLE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 188 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 188 K’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 188 K’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 188 K’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 194

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKKF 194 F’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘CENTRE SILL’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘END BRAKE COCK’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 194 F’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.01.1994 Repair ‘HAND RELEASE (AIR)’.
27.01.1994 Repair ‘TOP CENTRE PLATE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 194 F’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 194 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 194 F’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 194 F’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 194 F’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 228

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 228 P’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BRAKE PULL ROD’.
05.04.1993 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 228 P’
01.08.1993 Repair ‘BOGIE SIDEFRAME’.
01.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 228 P’
02.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 228 P’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘STANCHION’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 228 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 228 P’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 228 P’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 228 P’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 228 P’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 234

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

16.02.1990 Repair ‘VEHICLE RECLASSIFY’.
16.02.1990 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RKKF 234 K’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘DOOR COMPLETE’.
17.11.1992 Repair ‘FLOOR BOARDS’.
17.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
17.11.1992 Repair ‘VEHICLE RECLASSIFY’.
17.11.1992 Repair ‘VEHICLE STENCILS’.
17.11.1992 Repair ‘WEAR PLATES & SADDLES’.
17.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 234 K’
29.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKKF 234 K’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1993 Repair ‘BRAKE LEVER’.
16.11.1993 Repair ‘COUPLER KNUCKLE’.
16.11.1993 Repair ‘WHEEL SET’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 234 K’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 234 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 234 K’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 234 K’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 234 K’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 244

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘CENTRE SILL’.
09.11.1992 Repair ‘DOOR COMPLETE’.
09.11.1992 Repair ‘FLOOR BOARDS’.
09.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Repair ‘VEHICLE STENCILS’.
09.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 244 S’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 244 S’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘BRAKE BLOCK RB95’.
17.03.1993 Repair ‘BRAKE LEVER’.
17.03.1993 Repair ‘BRANCH PIPE’.
17.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.03.1993 Repair ‘STEP’.
17.03.1993 Repair ‘TRAIN PIPE’.
17.03.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 244 S’
04.05.1993 Repair ‘HANDRAILS END’.
04.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 244 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 244 S’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 244 S’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 244 S’
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18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 244 S’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 244 S’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 310

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘END BRAKE COCK’.
18.11.1992 Repair ‘FLOOR BOARDS’.
18.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
18.11.1992 Repair ‘VEHICLE RECLASSIFY’.
18.11.1992 Repair ‘VEHICLE STENCILS’.
18.11.1992 Repair ‘WEAR PLATES & SADDLES’.
18.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 310 L’
20.12.1992 Repair ‘STEP’.
20.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 310 L’
27.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 310 L’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 310 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 310 L’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 310 L’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 310 L’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 315

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘END FRAME MEMBER’.
07.07.1990 Repair ‘STEP’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 315 R’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.11.1992 Repair ‘DOOR COMPLETE’.
19.11.1992 Repair ‘END BRAKE COCK’.
19.11.1992 Repair ‘FLOOR BOARDS’.
19.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
19.11.1992 Repair ‘VEHICLE RECLASSIFY’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
19.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 315 R’
04.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 315 R’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘TRAIN PIPE’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 315 R’
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 315 R’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 315 R’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 328

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘DOOR COMPLETE’.
19.11.1992 Repair ‘FLOOR BOARDS’.
19.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
19.11.1992 Repair ‘VEHICLE RECLASSIFY’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
19.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 328 W’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘STEP’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 328 W’
30.06.1993 Repair ‘STEP’.
30.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKKF 328 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 328 W’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 328 W’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 355

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘BRAKE LEVER’.
05.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘STEP’.
05.07.1989 Repair ‘WEAR PLATES & SADDLES’.
05.07.1989 Repair ‘WHEEL SET’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 355 T’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘CENTRE SILL’.
29.01.1993 Repair ‘DOOR COMPLETE’.
29.01.1993 Repair ‘FLOOR BOARDS’.
29.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
29.01.1993 Repair ‘VEHICLE RECLASSIFY’.
29.01.1993 Repair ‘VEHICLE STENCILS’.
29.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 355 T’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘END BRAKE COCK’.
09.07.1993 Repair ‘TRAIN PIPE (END)’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 355 T’
17.09.1993 Repair ‘HANDRAILS’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 355 T’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘BRANCH PIPE’.
19.01.1994 Repair ‘HANDRAILS END’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 355 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 355 T’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 355 T’
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26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO
‘RKKL‘. (RS4878)’. New class: ‘RKKL’.

17.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 366

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.11.1992 Repair ‘END BOARDS’.
18.11.1992 Repair ‘END BRAKE COCK’.
18.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
18.11.1992 Repair ‘VEHICLE RECLASSIFY’.
18.11.1992 Repair ‘VEHICLE STENCILS’.
18.11.1992 Repair ‘WEAR PLATES & SADDLES’.
18.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 366 N’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 366 N’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 366 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 366 N’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 366 N’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 366 N’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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RKKL 371

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.03.1990 Repair ‘DOOR OPENING MECHANISM’.
22.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKKF 371 W’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘DOOR COMPLETE’.
20.04.1990 Repair ‘DOOR LOCK MECHANISM’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 371 W’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘STEP’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 371 W’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘DOOR LOCK MECHANISM’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 371 W’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 371 W’
01.01.1993 Repair ‘HANDRAILS END’.
01.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 371 W’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.12.1993 Repair ‘HAND RELEASE (AIR)’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 371 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 371 W’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
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24.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKKF 371 W’

26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 371 W’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 418

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘DOOR HINGES AND PINS’.
08.05.1990 Repair ‘END BRAKE COCK’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 418 V’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘DOOR COMPLETE’.
06.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
06.11.1992 Repair ‘VEHICLE RECLASSIFY’.
06.11.1992 Repair ‘VEHICLE STENCILS’.
06.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 418 V’
20.04.1993 Repair ‘STEP’.
20.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 418 V’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.09.1993 Repair ‘BRAKE CONTROL PIPE’.
02.09.1993 Repair ‘HAND RELEASE (AIR)’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 418 V’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 418 V’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 418 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 418 V’
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12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 418 V’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 418 V’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 435

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 435 K’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.05.1990 Repair ‘BRAKE LEVER’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘SIDE SHEET’.
28.05.1990 Repair ‘STEP’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 435 K’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 435 K’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘VEHICLE COMPLETE’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 435 K’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘BRAKE PULL ROD’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
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13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 435 K’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘TOP CENTRE PLATE’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 435 K’
12.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 435 K’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE CONTROL PIPE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 435 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 435 K’
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 435 K’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 435 K’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 437

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

16.03.1990 Repair ‘HANDRAILS’.
16.03.1990 Repair ‘HANDRAILS END’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 437 F’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 437 F’
02.05.1990 Repair ‘HANDBRAKE HANDLE’.
02.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKKF 437 F’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘CENTRE SILL’.
05.11.1992 Repair ‘DOOR COMPLETE’.
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05.11.1992 Repair ‘END HOSE’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 437 F’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE COMPLETE’.
22.02.1993 Repair ‘COUPLER KNUCKLE’.
22.02.1993 Repair ‘TOP CENTRE PLATE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 437 F’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘TOP CENTRE PLATE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 437 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 437 F’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 437 F’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 437 F’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 439

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.05.1990 Repair ‘HANDRAILS’.
08.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKKF 439 A’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘CENTRE SILL’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
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05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 439 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKKF 439 A’
20.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKKF 439 A’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKKF 439 A’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 439 A’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 449

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 449 X’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 449 X’
29.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RKKF 449 X’

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BOGIE COMPLETE’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 449 X’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1993 Repair ‘WHEEL SET’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 449 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 449 X’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 449 X’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 449 X’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 462

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘DOOR COMPLETE’.
18.01.1993 Repair ‘FLOOR BOARDS’.
18.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
18.01.1993 Repair ‘VEHICLE RECLASSIFY’.
18.01.1993 Repair ‘VEHICLE STENCILS’.
18.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 462 H’
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07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE PIN’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 462 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 462 H’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 462 H’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 462 H’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 479

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.01.1993 Repair ‘DOOR COMPLETE’.
29.01.1993 Repair ‘FLOOR BOARDS’.
29.01.1993 Repair ‘VEHICLE LOAD CAPACITY’.
29.01.1993 Repair ‘VEHICLE RECLASSIFY’.
29.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 479 J’
29.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 479 J’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
07.10.1993 Repair ‘END COMPLETE’.
07.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.10.1993 Repair ‘SIDE BEARER’.
07.10.1993 Repair ‘STANCHION’.
07.10.1993 Repair ‘TOP CENTRE PLATE’.
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07.10.1993 Repair ‘TRAIN PIPE’.
07.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKKF 479 J’
13.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKKF 479 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 479 J’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 479 J’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
19.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 481

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘HANDRAILS’.
14.03.1990 Repair ‘SIDE BEARER’.
14.03.1990 Repair ‘STEP’.
14.03.1990 Repair ‘VEHICLE COMPLETE’.
14.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 481 Y’
03.04.1990 Repair ‘HANDRAILS’.
03.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKKF 481 Y’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘END BRAKE COCK’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 481 Y’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘SIDE BEARER’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 481 Y’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘WHEEL SET’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 481 Y’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 481 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 481 Y’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 481 Y’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 481 Y’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 491

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘DOOR COMPLETE’.
19.11.1992 Repair ‘FLOOR BOARDS’.
19.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
19.11.1992 Repair ‘VEHICLE RECLASSIFY’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
19.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 491 W’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘TOP CENTRE PLATE’.
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28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 491 W’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.11.1993 Repair ‘TRAIN PIPE (END)’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 491 W’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 491 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 491 W’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 491 W’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 501

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘CENTRE SILL’.
02.10.1989 Repair ‘SIDE BEARER’.
02.10.1989 Repair ‘SIDE STEP’.
02.10.1989 Repair ‘TOP CENTRE PLATE’.
02.10.1989 Repair ‘TRAIN PIPE (END)’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 501 D’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.11.1992 Repair ‘FLOOR BOARDS’.
23.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.11.1992 Repair ‘VEHICLE RECLASSIFY’.
23.11.1992 Repair ‘VEHICLE STENCILS’.
23.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 501 D’
29.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKKF 501 D’
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29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 501 D’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘TOP CENTRE PLATE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 501 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 501 D’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 501 D’
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 501 D’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 508

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.04.1990 Repair ‘HANDRAILS’.
06.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AKKL 508 E’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKKL 508 E’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRANCH PIPE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘END BRAKE COCK’.
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11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKKL 508 E’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.04.1993 Repair ‘HANDRAILS’.
17.04.1993 Repair ‘HANDRAILS END’.
17.04.1993 Repair ‘STEP’.
17.04.1993 Repair ‘TOP CENTRE PLATE’.
17.04.1993 Repair ‘TRAIN PIPE’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKKL 508 E’
11.09.1993 Repair ‘HANDRAILS’.
11.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 508 E’
19.01.1994 Repair ‘STEP’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKKL 508 E’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 508 E’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKKL 508 E’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKKL 508 E’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 518

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

15.03.1990 Repair ‘BRAKE BLOCK RB95’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 518 F’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘END BRAKE COCK’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 518 F’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.11.1993 Repair ‘STEP’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
22.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 518 F’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 518 F’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 518 F’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
22.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 520

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AOSY TO AOAF - REFER RS4231
(RS3037)’. New class: ‘AOAF’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 520 K’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.
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23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 520 K’
13.04.1993 Repair ‘BOGIE SPRING’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKKF 520 K’
25.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKKF 520 K’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BRAKE BLOCK RB95’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 520 K’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘TOP CENTRE PLATE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 520 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 520 K’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 520 K’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 539

19.10.1988 Alteration complete ‘RECLASSIFY 30 NO. ‘AOSY’ WAGONS TO ‘AOBF‘.
RETAIN SAME NUMBER. REMOVE STENCIL ‘SODA ASH TRAFFIC ONLY’.
(RS4348)’. New class: ‘AOBF’.

20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.01.1990 Repair ‘BODY COMPLETE’.
20.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.01.1990 Repair ‘COUPLER KNUCKLE’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 539 H’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 539 H’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
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(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1992 Repair ‘DOOR COMPLETE’.
23.10.1992 Repair ‘FLOOR BOARDS’.
23.10.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.10.1992 Repair ‘VEHICLE RECLASSIFY’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 539 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 539 H’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 539 H’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 552

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.11.1992 Repair ‘DOOR COMPLETE’.
05.11.1992 Repair ‘END BOARDS’.
05.11.1992 Repair ‘END BRAKE COCK’.
05.11.1992 Repair ‘FLOOR BOARDS’.
05.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Repair ‘VEHICLE STENCILS’.
05.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 552 G’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BRAKE LEVER’.
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01.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘HANDRAILS’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 552 G’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.05.1993 Repair ‘COUPLER KNUCKLE’.
14.05.1993 Repair ‘EMPTY LOAD VALVE’.
14.05.1993 Repair ‘GRADE CONTROL VALVE’.
14.05.1993 Repair ‘TRAIN PIPE’.
14.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 552 G’
01.10.1993 Repair ‘BRAKE BLOCK RB95’.
01.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 552 G’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 552 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 552 G’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 552 G’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 552 G’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
25.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 558

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.03.1990 Repair ‘HANDRAILS’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKKF 558 Y’
15.06.1990 Repair ‘STEP’.
15.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKKF 558 Y’
07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS

(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘FLOOR BOARDS’.
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23.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
23.11.1992 Repair ‘VEHICLE RECLASSIFY’.
23.11.1992 Repair ‘VEHICLE STENCILS’.
23.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 558 Y’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘TOP CENTRE PLATE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKKF 558 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 558 Y’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 558 Y’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 558 Y’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.08.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

RKKL 569

14.01.1987 Alteration complete ‘RECLASSIFY AOGY TO AOGF -REFER RS4231
(RS3035)’. New class: ‘AOGF’.

07.10.1992 Alteration complete ‘REMOVE DOORS FROM (NO) 46 AOGA/F WAGONS
(LEAVE DOORS ON (NO) 10 REMAINING WAGONS). FIT TIMBER BEARERS
OVER BOGIE CENTRES AND HELD IN PLACE BY ANGLE WELDED TO FLOOR.
RESTENCIL - ‘BOTTOM SLAB MUST SPAN ACROSS TIMBER BEARERS’ - ‘SLAB
STEEL ONLY’ - 60 T CAPACITY. RECLASSIFY WAGONS TO ‘AKKL’. AOGA/AOGF
56 NO TO BE SELECTED. (RS4736)’. New class: ‘AKKL’.

09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1992 Repair ‘DOOR COMPLETE’.
09.11.1992 Repair ‘FLOOR BOARDS’.
09.11.1992 Repair ‘VEHICLE LOAD CAPACITY’.
09.11.1992 Repair ‘VEHICLE RECLASSIFY’.
09.11.1992 Repair ‘VEHICLE STENCILS’.
09.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKKF 569 X’
29.01.1993 Repair ‘STEP’.
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29.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RKKF 569 X’

06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1994 Repair ‘VEHICLE STENCILS’.
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKKF 569 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AKKF’ AND ‘AKKL’ WAGONS TO

‘RKKF‘. (NRC011)’. New class: ‘RKKF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 569 X’
26.08.1994 Alteration complete ‘RECALSSIFY ‘RKKF’ & ‘AKKL’ STEEL WAGONS TO

‘RKKL‘. (RS4878)’. New class: ‘RKKL’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKKF 569 X’
30.06.1995 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.09.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

2.662 Wagon classification starting with ‘RKL’

RKLF 176

Details: wagon ‘RKLF 176 K’ in AN ‘Mainland Division’.

Owner: CN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 15.07.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 176 & 174
BSG Code: FSKR

Capacity of 112 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UR UZ AE CN CM CP
Return to Service Date: 12.01.1996
Due Triple Valve: 01.10.1995
Last Brake Cylinder: 17.06.1993
Last Single Car Test: 02.11.1993
Last Lift: 01.10.1985

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘HITCH COMPLETE’.
29.08.1989 Repair ‘HITCH SCREW MECHANISM’.
29.08.1989 Repair ‘SIDE BEARER’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 176 Q’
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
31.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 176 Q’
12.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 176 Q’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 176 Q’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
02.05.1990 Repair ‘HITCH SCREW MECHANISM’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 176 Q’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘END BRAKE COCK’.
09.05.1990 Repair ‘END HOSE’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘SIDE SHEET’.
12.06.1990 Repair ‘SIDE SILL’.
12.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 176 Q’
22.06.1990 Repair ‘BOGIE COMPLETE’.
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22.06.1990 Repair ‘VEHICLE COMPLETE’.
22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 176 Q’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.07.1990 Repair ‘HITCH SCREW MECHANISM’.
20.07.1990 Repair ‘STEP’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE LEVER’.
15.08.1990 Repair ‘WEAR PLATES & SADDLES’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE PULL ROD’.
18.09.1990 Repair ‘BRANCH PIPE’.
18.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRANCH PIPE’.
05.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.12.1990 Repair ‘HITCH COMPLETE’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘HITCH COMPLETE’.
08.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘HITCH SCREW MECHANISM’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘HITCH COMPLETE’.
10.10.1991 Repair ‘RELAY VALVE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
07.04.1992 Repair ‘BRAKE BLOCK RB95’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AKLF 176 Q’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE BEARERS’.
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘TRAIN PIPE (END)’.
15.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 176 Q’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘COUPLER KNUCKLE’.
28.08.1992 Repair ‘EMPTY LOAD VALVE’.
28.08.1992 Repair ‘GRADE CONTROL VALVE’.
28.08.1992 Repair ‘HITCH SCREW MECHANISM’.
28.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 176 Q’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARERS’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB95’.
19.10.1992 Repair ‘CARD OR CLIP HOLDER’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
19.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Repair ‘HANDRAILS END’.
19.10.1992 Repair ‘SIDE STEP’.
19.10.1992 Repair ‘STEP’.
19.10.1992 Repair ‘VEHICLE RECLASSIFY’.
19.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 176 Q’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
23.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 176 Q’
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15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH
DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BEARERS’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘END COMPLETE’.
02.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 176 Q’
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

16.06.1993 Repair ‘SIDE SILL’.
16.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 176 Q’
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 176 Q’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘END COMPLETE’.
26.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1993 Repair ‘SIDE BEARER’.
26.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 176 Q’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
22.01.1994 Repair ‘VEHICLE STENCILS’.
22.01.1994 Repair ‘YOKE CARRIER’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘COUPLER COMPLETE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1994 Repair ‘WEAR PLATES & SADDLES’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 176 Q’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.
(NRC055)’. New class: ‘RKLF’.

26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 176 Q’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 177

Details: wagon ‘RKLF 177 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 15.07.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 177 & 198
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 06.06.1996
Due Triple Valve: 27.03.1989
Last Brake Cylinder: 03.04.1989
Last Single Car Test: 15.10.1993
Last Lift: 01.09.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
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FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

05.08.1989 Repair ‘HITCH SCREW MECHANISM’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 177 C’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 177 C’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE BEARINGS’.
01.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘HITCH SCREW MECHANISM’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.01.1990 Repair ‘BRANCH PIPE’.
09.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
09.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Repair ‘BRAKE LEVER’.
02.03.1990 Repair ‘BRAKE PULL ROD’.
02.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1990 Repair ‘COUPLER KNUCKLE’.
02.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.03.1990 Repair ‘EMPTY LOAD VALVE’.
02.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘SIDE BEARER’.
08.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘WHEEL SET’.
19.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.03.1990 Repair ‘BRAKE PULL ROD’.
28.03.1990 Repair ‘TRAIN PIPE’.
28.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 177 C’
20.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘HITCH SCREW MECHANISM’.
13.11.1990 Repair ‘STEP’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
12.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 177 C’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘HITCH COMPLETE’.
14.02.1991 Repair ‘HITCH SCREW MECHANISM’.
14.02.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Repair ‘VEHICLE COMPLETE’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
05.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 177 C’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘HITCH COMPLETE’.
26.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BRANCH PIPE’.
04.11.1991 Repair ‘HITCH COMPLETE’.
04.11.1991 Repair ‘ISOLATING COCK’.
04.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
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23.11.1991 Repair ‘HITCH COMPLETE’.
23.11.1991 Repair ‘TOP CENTRE PLATE’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 177 C’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.04.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.04.1992 Repair ‘CENTRE SILL’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1992 Repair ‘TOP CENTRE PLATE’.
24.04.1992 Repair ‘YOKE CARRIER’.
24.04.1992 Repair ‘YOKE COMPLETE’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.08.1992 Repair ‘HANDBRAKE HANDLE’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 177 C’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

15.10.1992 Repair ‘VEHICLE RECLASSIFY’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 177 C’
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 177 C’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘STANCHION’.
25.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 177 C’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
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BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘BRAKE LEVER’.
08.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.06.1993 Repair ‘YOKE CARRIER’.
08.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 177 C’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘SIDE BEARER’.
09.09.1993 Repair ‘TOP CENTRE PLATE’.
09.09.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 177 C’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘END COMPLETE’.
12.10.1993 Repair ‘SIDE BEARER’.
12.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 177 C’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 177 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 177 C’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
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04.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 179

Details: wagon ‘RKLF 179 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 19.07.1960
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 179 & 183
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UR AE CN CM CP
Return to Service Date: 22.03.1996
Due Triple Valve: 12.08.1989
Last Triple Valve: 25.09.1990
Last Brake Cylinder: 25.09.1990
Last Single Car Test: 13.12.1993
Last Lift: 01.12.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 179 U’
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29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Repair ‘HITCH COMPLETE’.
29.08.1989 Repair ‘WHEEL SET’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE WEAR PLATES’.
04.10.1989 Repair ‘WHEEL SET’.
04.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
07.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1990 Repair ‘TRAIN PIPE (END)’.
08.01.1990 Repair ‘TRAIN PIPE’.
08.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
17.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1990 Repair ‘TRAIN PIPE’.
17.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
26.01.1990 Repair ‘HITCH SCREW MECHANISM’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 179 U’
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 179 U’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘END COMPLETE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
06.04.1990 Repair ‘HITCH COMPLETE’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 179 U’
27.04.1990 Repair ‘BOGIE SPRING’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 179 U’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘HITCH COMPLETE’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘TOP CENTRE PLATE’.
15.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1991 Repair ‘ISOLATING COCK’.
14.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.02.1991 Repair ‘HITCH COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
24.03.1991 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 179 U’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘HITCH SCREW MECHANISM’.
02.09.1991 Repair ‘HITCH SCREW MECHANISM’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRAKE PULL ROD’.
30.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘END BRAKE COCK’.
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘HITCH SCREW MECHANISM’.
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07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘HITCH SCREW MECHANISM’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 179 U’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘BRAKE PULL ROD’.
01.09.1992 Repair ‘HOSE FITTINGS’.
01.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 179 U’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARERS’.
22.10.1992 Repair ‘BOGIE COMPLETE’.
22.10.1992 Repair ‘CARD OR CLIP HOLDER’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1992 Repair ‘HANDRAILS’.
22.10.1992 Repair ‘HANDRAILS END’.
22.10.1992 Repair ‘SIDE STEP’.
22.10.1992 Repair ‘STEP’.
22.10.1992 Repair ‘VEHICLE RECLASSIFY’.
22.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 179 U’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
23.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 179 U’
12.01.1993 Repair ‘STEP’.
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 179 U’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
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MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB95’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘SIDE BEARER’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 179 U’
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 179 U’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 179 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 179 U’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
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RKLF 180

Details: wagon ‘RKLF 180 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 15.07.1960
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 180 & 188
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 01.05.1996
Due Triple Valve: 31.10.1996
Last Brake Cylinder: 20.08.1991
Last Single Car Test: 25.10.1993
Last Lift: 11.12.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

24.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 180 Q’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 180 Q’
04.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.07.1990 Repair ‘HITCH SCREW MECHANISM’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 180 Q’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 180 Q’
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13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 180 Q’
28.02.1991 Repair ‘HITCH SCREW MECHANISM’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 180 Q’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 180 Q’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘HITCH COMPLETE’.
09.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1991 Repair ‘VEHICLE COMPLETE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 180 Q’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 180 Q’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 180 Q’
06.02.1992 Repair ‘HITCH LOCK MECHANISM’.
06.02.1992 Repair ‘HITCH SCREW MECHANISM’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 180 Q’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘HANDBRAKE HANDLE’.
17.02.1992 Repair ‘HITCH COMPLETE’.
17.02.1992 Repair ‘VEHICLE COMPLETE’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 180 Q’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘HITCH COMPLETE’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 180 Q’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘HITCH COMPLETE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 180 Q’
18.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 180 Q’
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18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL
PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘BOGIE COMPLETE’.
10.10.1992 Repair ‘CARD OR CLIP HOLDER’.
10.10.1992 Repair ‘COUPLER COMPLETE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1992 Repair ‘HANDRAILS’.
10.10.1992 Repair ‘HANDRAILS END’.
10.10.1992 Repair ‘SIDE STEP’.
10.10.1992 Repair ‘STEP’.
10.10.1992 Repair ‘VEHICLE RECLASSIFY’.
10.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 180 Q’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 180 Q’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘TRAIN PIPE (END)’.
20.09.1993 Repair ‘UNDERFRAME COMPLETE’.
20.09.1993 Repair ‘VEHICLE COMPLETE’.
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20.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKLF 180 Q’

22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘END COMPLETE’.
22.10.1993 Repair ‘SIDE BEARER’.
22.10.1993 Repair ‘TRAIN PIPE’.
22.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 180 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 180 Q’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 181

Details: wagon ‘RKLF 181 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 26.04.1962
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 181 & 199
BSG Code: FSKR

Capacity of 112 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 09.06.1996
Due Triple Valve: 24.01.1993
Last Triple Valve: 17.06.1993
Last Brake Cylinder: 07.03.1989
Last Single Car Test: 15.04.1994
Last Lift: 23.12.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 181 C’
27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 181 C’
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘BRAKE PULL ROD’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 181 C’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.06.1990 Repair ‘END BRAKE COCK’.
06.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 181 C’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘BRAKE LEVER’.
18.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘GRADE CONTROL VALVE’.
18.07.1990 Repair ‘HANDRAILS END’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘HITCH SCREW MECHANISM’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.08.1990 Repair ‘BRAKE PULL ROD’.
10.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
10.08.1990 Repair ‘WHEEL SET’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘HITCH LOCK MECHANISM’.
22.08.1990 Repair ‘HITCH SCREW MECHANISM’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 181 C’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘HITCH COMPLETE’.
10.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 181 C’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.01.1991 Repair ‘HITCH COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
17.05.1991 Repair ‘HITCH SCREW MECHANISM’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 181 C’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.06.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘HITCH COMPLETE’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘HITCH COMPLETE’.
19.08.1991 Repair ‘HITCH COMPLETE’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE BEARINGS’.
24.01.1992 Repair ‘BOGIE COMPLETE’.
24.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.01.1992 Repair ‘HITCH COMPLETE’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
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21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘HITCH COMPLETE’.
21.07.1992 Repair ‘HITCH SCREW MECHANISM’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
19.08.1992 Repair ‘HITCH SCREW MECHANISM’.
19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 181 C’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘HITCH COMPLETE’.
21.08.1992 Repair ‘HITCH SCREW MECHANISM’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 181 C’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARERS’.
14.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘BRAKE BLOCK RB95’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1992 Repair ‘HANDRAILS’.
14.10.1992 Repair ‘HANDRAILS END’.
14.10.1992 Repair ‘SIDE STEP’.
14.10.1992 Repair ‘STEP’.
14.10.1992 Repair ‘VEHICLE RECLASSIFY’.
14.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 181 C’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BRAKE LEVER’.
07.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 181 C’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
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MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘SIDE SILL’.
16.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 181 C’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.
09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 181 C’
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BRAKE BLOCK RB95’.
23.03.1994 Repair ‘BRAKE CONTROL PIPE’.
23.03.1994 Repair ‘BRAKE PULL ROD’.
23.03.1994 Repair ‘EMPTY LOAD VALVE’.
23.03.1994 Repair ‘END BRAKE COCK’.
23.03.1994 Repair ‘END HOSE’.
23.03.1994 Repair ‘GRADE CONTROL VALVE’.
23.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.03.1994 Repair ‘SIDE BEARER’.
23.03.1994 Repair ‘TRAIN PIPE (END)’.
23.03.1994 Repair ‘TRAIN PIPE’.
23.03.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 181 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 181 C’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
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24.08.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 182

Details: wagon ‘RKLF 182 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 26.04.1962
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 182 & 178
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 04.05.1996
Due Triple Valve: 13.12.1994
Last Brake Cylinder: 09.01.1992
Last Single Car Test: 13.12.1993
Last Lift: 13.09.1984

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
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‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

25.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 182 L’
03.08.1989 Repair ‘HITCH SCREW MECHANISM’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 182 L’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘HITCH COMPLETE’.
18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1989 Repair ‘WHEEL SET’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 182 L’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRANCH PIPE’.
16.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 182 L’
16.03.1990 Repair ‘STEP’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 182 L’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘HITCH COMPLETE’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
24.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 182 L’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.02.1991 Repair ‘HITCH COMPLETE’.
11.02.1991 Repair ‘HITCH SCREW MECHANISM’.
11.02.1991 Repair ‘STEP’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
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14.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 182 L’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘END BRAKE COCK’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 182 L’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 182 L’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘HITCH COMPLETE’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 182 L’
04.04.1992 Repair ‘HITCH COMPLETE’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 182 L’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARERS’.
19.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1992 Repair ‘BOGIE COMPLETE’.
19.10.1992 Repair ‘CARD OR CLIP HOLDER’.
19.10.1992 Repair ‘COUPLER COMPLETE’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
19.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Repair ‘HANDRAILS END’.
19.10.1992 Repair ‘SIDE STEP’.
19.10.1992 Repair ‘STEP’.
19.10.1992 Repair ‘VEHICLE RECLASSIFY’.
19.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.

13689



2. TIMS GROUP INFORMATION - WAGONS

19.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKLF 182 L’

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
23.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 182 L’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BEARERS’.
29.01.1993 Repair ‘BOGIE COMPLETE’.
29.01.1993 Repair ‘END COMPLETE’.
29.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 182 L’
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.
09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 182 L’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 182 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 182 L’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
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17.08.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 185

Details: wagon ‘RKLF 185 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 21.10.1963
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 185 & RKLF3225
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UR AE CN CM CP
Return to Service Date: 29.01.1996
Due Triple Valve: 15.06.1990
Last Brake Cylinder: 09.06.1991
Last Single Car Test: 12.01.1994
Last Lift: 18.09.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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18.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘HITCH PIVOT’.
18.09.1989 Repair ‘HITCH SCREW MECHANISM’.
18.09.1989 Repair ‘VEHICLE COMPLETE’.
18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘RELAY VALVE’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BRANCH PIPE’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 185 P’
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 185 P’
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 185 P’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
06.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 185 P’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRANCH PIPE’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘END BRAKE COCK’.
19.02.1991 Repair ‘HITCH SCREW MECHANISM’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘HITCH COMPLETE’.
04.06.1991 Repair ‘HITCH COMPLETE’.
04.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 185 P’
04.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 185 P’
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘HITCH COMPLETE’.
08.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.06.1991 Repair ‘VEHICLE STENCILS’.
08.06.1991 Repair ‘WEAR PLATES & SADDLES’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
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10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1991 Repair ‘COUPLER KNUCKLE’.
10.07.1991 Repair ‘EMPTY LOAD VALVE’.
10.07.1991 Repair ‘HITCH COMPLETE’.
10.07.1991 Repair ‘HITCH LOCK MECHANISM’.
10.07.1991 Repair ‘HITCH SCREW MECHANISM’.
10.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘HITCH SCREW MECHANISM’.
18.09.1991 Repair ‘WEAR PLATES & SADDLES’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘HITCH LOCK MECHANISM’.
05.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 185 P’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1992 Repair ‘HITCH COMPLETE’.
09.01.1992 Repair ‘HITCH LOCK MECHANISM’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘YOKE COMPLETE’.
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 185 P’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 185 P’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BRAKE PULL ROD’.
22.09.1992 Repair ‘END BRAKE COCK’.
22.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 185 P’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BEARERS’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘CARD OR CLIP HOLDER’.
06.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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06.11.1992 Repair ‘HANDRAILS’.
06.11.1992 Repair ‘HANDRAILS END’.
06.11.1992 Repair ‘SIDE STEP’.
06.11.1992 Repair ‘STEP’.
06.11.1992 Repair ‘VEHICLE RECLASSIFY’.
06.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 185 P’
24.11.1992 Repair ‘CARD OR CLIP HOLDER’.
24.11.1992 Repair ‘HANDRAILS’.
24.11.1992 Repair ‘HANDRAILS END’.
24.11.1992 Repair ‘SIDE STEP’.
24.11.1992 Repair ‘STEP’.
24.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 185 P’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration ‘SUPPLY AND FIT PACKERS (ITEM 20) AND PACKING GUIDES
(ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING A0/W1-265 REV C.
AKLF - ALL. (RS4796)’.

30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 185 P’
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 185 P’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘END COMPLETE’.
28.10.1993 Repair ‘SIDE BEARER’.
28.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 185 P’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘BRANCH PIPE’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.01.1994 Repair ‘UNDERFRAME COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
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12.01.1994 Repair ‘YOKE COMPLETE’.
12.01.1994 Repair ‘YOKE FOLLOWER’.
12.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 185 P’
31.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 185 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘AKLF 185 P’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 187

Details: wagon ‘RKLF 187 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 01.01.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 187 & 191
BSG Code: FSKR

Capacity of 112 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UZ UR CN CM AE CP
Return to Service Date: 16.03.1996
Due Triple Valve: 12.10.1993
Last Brake Cylinder: 26.11.1991
Last Single Car Test: 13.12.1993
Last Lift: 18.09.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

03.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 187 K’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 187 K’
07.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 187 K’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘YOKE CARRIER’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 187 K’
23.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 187 K’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1990 Repair ‘STEP’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘BRAKE LEVER’.
06.04.1990 Repair ‘BRAKE PULL ROD’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 187 K’
27.04.1990 Repair ‘BOGIE SPRING’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 187 K’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘EMPTY LOAD VALVE’.
02.08.1990 Repair ‘HITCH SCREW MECHANISM’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
14.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AKLF 187 K’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘HITCH LOCK MECHANISM’.
22.08.1990 Repair ‘HITCH SCREW MECHANISM’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘HITCH COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘HITCH SCREW MECHANISM’.
10.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 187 K’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 187 K’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BRAKE PULL ROD’.
26.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 187 K’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘HITCH SCREW MECHANISM’.
16.01.1992 Repair ‘VEHICLE COMPLETE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
27.01.1992 Repair ‘HITCH SCREW MECHANISM’.
27.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 187 K’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 187 K’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
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PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.10.1992 Repair ‘EMPTY LOAD VALVE’.
12.10.1992 Repair ‘VEHICLE STENCILS’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 187 K’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARERS’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘EMPTY LOAD VALVE’.
21.10.1992 Repair ‘GRADE CONTROL VALVE’.
21.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1992 Repair ‘HANDRAILS’.
21.10.1992 Repair ‘HANDRAILS END’.
21.10.1992 Repair ‘SIDE STEP’.
21.10.1992 Repair ‘STEP’.
21.10.1992 Repair ‘VEHICLE RECLASSIFY’.
21.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 187 K’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘STANCHION’.
23.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 187 K’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BEARINGS’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘BRANCH PIPE’.
10.05.1993 Repair ‘TRAIN PIPE (END)’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 187 K’
12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
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NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 187 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 187 K’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 190

Details: wagon ‘RKLF 190 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 156
Date Built: 01.01.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 190 & 184
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 24.08.1995
Due Triple Valve: 10.11.1990
Last Brake Cylinder: 15.01.1992
Last Single Car Test: 04.06.1993
Last Lift: 26.11.1986

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘HANDRAILS END’.
10.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1990 Repair ‘COUPLER KNUCKLE’.
06.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1990 Repair ‘EMPTY LOAD VALVE’.
06.01.1990 Repair ‘END BRAKE COCK’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
06.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
29.03.1990 Repair ‘HITCH COMPLETE’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 190 B’
04.04.1990 Repair ‘HITCH COMPLETE’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 190 B’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
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17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘HITCH COMPLETE’.
17.04.1990 Repair ‘HITCH SCREW MECHANISM’.
17.04.1990 Repair ‘STEP’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘EMPTY LOAD VALVE’.
19.06.1990 Repair ‘END BRAKE COCK’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1990 Repair ‘HANDRAILS END’.
19.06.1990 Repair ‘HITCH COMPLETE’.
19.06.1990 Repair ‘HITCH LOCK MECHANISM’.
19.06.1990 Repair ‘HITCH SCREW MECHANISM’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘HITCH COMPLETE’.
27.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 190 B’
07.07.1990 Repair ‘HITCH COMPLETE’.
07.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 190 B’
02.08.1990 Repair ‘CARD OR CLIP HOLDER’.
02.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1990 Repair ‘HANDRAILS END’.
02.08.1990 Repair ‘HITCH LOCK MECHANISM’.
02.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 190 B’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 190 B’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BRAKE PULL ROD’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘EMPTY LOAD VALVE’.
26.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Repair ‘HITCH COMPLETE’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
28.12.1990 Repair ‘BRAKE BLOCK RB95’.
28.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 190 B’
16.01.1991 Repair ‘HITCH SCREW MECHANISM’.
16.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKLF 190 B’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BEARINGS’.
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21.08.1991 Repair ‘BRAKE BLOCK RB95’.
21.08.1991 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 190 B’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 190 B’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BRAKE PULL ROD’.
11.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 190 B’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘HITCH COMPLETE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
01.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 190 B’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRANCH PIPE’.
15.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1992 Repair ‘EMPTY LOAD VALVE’.
15.01.1992 Repair ‘GRADE CONTROL VALVE’.
15.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 190 B’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BEARERS’.
04.02.1992 Repair ‘BOGIE BEARERS’.
04.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1992 Repair ‘SIDE BEARER’.
04.02.1992 Repair ‘SIDE BEARER’.
04.02.1992 Repair ‘WHEEL SET’.
04.02.1992 Repair ‘WHEEL SET’.
04.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 190 B’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.
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09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE COMPLETE’.
09.10.1992 Repair ‘CARD OR CLIP HOLDER’.
09.10.1992 Repair ‘COUPLER COMPLETE’.
09.10.1992 Repair ‘EMPTY LOAD VALVE’.
09.10.1992 Repair ‘END COMPLETE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1992 Repair ‘HANDRAILS’.
09.10.1992 Repair ‘HANDRAILS END’.
09.10.1992 Repair ‘SIDE STEP’.
09.10.1992 Repair ‘STEP’.
09.10.1992 Repair ‘VEHICLE RECLASSIFY’.
09.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 190 B’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BEARERS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE LEVER’.
08.12.1992 Repair ‘END COMPLETE’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 190 B’
10.12.1992 Repair ‘STANCHION’.
10.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 190 B’
13.01.1993 Repair ‘VEHICLE COMPLETE’.
13.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 190 B’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘VEHICLE COMPLETE’.
27.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 190 B’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration ‘SUPPLY AND FIT PACKERS (ITEM 20) AND PACKING GUIDES
(ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING A0/W1-265 REV C.
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AKLF - ALL. (RS4796)’.
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1993 Repair ‘SIDE STEP’.
03.06.1993 Repair ‘STEP’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 190 B’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BEARERS’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘END COMPLETE’.
07.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 190 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 190 B’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLF 196

Details: wagon ‘RKLF 196 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 07.09.1965
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Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 196 & 186
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 24.04.1996
Due Triple Valve: 08.11.1994
Last Brake Cylinder: 05.02.1992
Last Single Car Test: 13.12.1993
Last Lift: 07.04.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

28.07.1989 Repair ‘HITCH SCREW MECHANISM’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 196 J’
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Repair ‘BRAKE LEVER’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 196 J’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 196 J’
12.02.1990 Repair ‘STEP’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 196 J’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.03.1990 Repair ‘VEHICLE RENUMBERED’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Repair ‘TRAIN PIPE’.
10.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.05.1990 Repair ‘END BRAKE COCK’.
30.05.1990 Repair ‘END HOSE’.
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30.05.1990 Repair ‘TRAIN PIPE (END)’.
30.05.1990 Repair ‘TRAIN PIPE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRANCH PIPE’.
14.06.1990 Repair ‘STEP’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘TRAIN PIPE’.
14.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘EMPTY LOAD VALVE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘SIDE BEARER’.
18.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘HITCH COMPLETE’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRAKE PULL ROD’.
29.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘HITCH COMPLETE’.
18.12.1990 Repair ‘HITCH SCREW MECHANISM’.
18.12.1990 Repair ‘WHEEL SET’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
21.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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21.05.1991 Repair ‘HITCH COMPLETE’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘SIDE BEARER’.
15.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 196 J’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1992 Repair ‘STEP’.
05.02.1992 Repair ‘TRAIN PIPE’.
05.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 196 J’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARERS’.
16.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘CARD OR CLIP HOLDER’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1992 Repair ‘HANDRAILS’.
16.10.1992 Repair ‘HANDRAILS END’.
16.10.1992 Repair ‘SIDE STEP’.
16.10.1992 Repair ‘STEP’.
16.10.1992 Repair ‘VEHICLE RECLASSIFY’.
16.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 196 J’
05.11.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 196 J’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
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MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

12.05.1993 Alteration complete ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

22.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKLF 196 J’

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.11.1993 Repair ‘VEHICLE STENCILS’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKLF 196 J’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.
09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘END COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘SIDE BEARER’.
09.12.1993 Repair ‘VEHICLE STENCILS’.
09.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 196 J’
14.12.1993 Repair ‘SIDE BEARER’.
14.12.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AKLF 196 J’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 196 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKLF 196 J’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 196 J’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 197

Details: wagon ‘RKLF 197 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 04.11.1965
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 197 & 175
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UR CN CM CP
Return to Service Date: 17.07.1996
Due Triple Valve: 13.12.1991
Last Brake Cylinder: 23.06.1993
Last Single Car Test: 19.10.1993
Last Lift: 22.05.1981

17.05.1985 Alteration complete ‘MODIFY 27 NO. ‘AFGY’, 28 NO. ‘AFLY’, 25 NO. ‘AFOY’,
35 NO. ‘AQNA’ (L) OR (Y) FLAT WAGON FOR INTERMODAL TRAFFIC BY: (1)
FITTING SEMI TRAILER HITCHES & ANCILLARY EQUIPMENT. (2) FITTING
‘STUCKI’ CONSTANT CONTACT SIDE BEARERS. (3) RECLASSIFYING WAGONS
‘AFSY’ NOS. 100-199 & 500-527. (4) RECLASSIFYING BOGIES ‘ASSC’. (5)
STENCILLING UNDERFRAMES FOR 110 KM/H OPERATION. (RS4035)’.

09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 197 S’
04.05.1990 Repair ‘HITCH SCREW MECHANISM’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 197 S’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 197 S’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘COUPLER COMPLETE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘HITCH COMPLETE’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 197 S’
16.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.06.1990 Repair ‘BRAKE LEVER’.
16.06.1990 Repair ‘COUPLER KNUCKLE’.
16.06.1990 Repair ‘EMPTY LOAD VALVE’.
16.06.1990 Repair ‘GRADE CONTROL VALVE’.
16.06.1990 Repair ‘WHEEL SET’.
16.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 197 S’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘HITCH COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘WHEEL SET’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 197 S’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 197 S’
06.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 197 S’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘EMPTY LOAD VALVE’.
13.12.1990 Repair ‘GRADE CONTROL VALVE’.
13.12.1990 Repair ‘HITCH COMPLETE’.
13.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 197 S’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BRAKE BLOCK RB95’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘HITCH COMPLETE’.
14.03.1991 Repair ‘WHEEL SET’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 197 S’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘HITCH SCREW MECHANISM’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 197 S’
05.02.1992 Repair ‘HITCH SCREW MECHANISM’.
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05.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKLF 197 S’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARERS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘CARD OR CLIP HOLDER’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1992 Repair ‘HANDRAILS’.
15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Repair ‘SIDE STEP’.
15.10.1992 Repair ‘STEP’.
15.10.1992 Repair ‘VEHICLE RECLASSIFY’.
15.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 197 S’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘DRAFT GEAR POCKET’.
17.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1992 Repair ‘YOKE COMPLETE’.
17.12.1992 Repair ‘YOKE FOLLOWER’.
17.12.1992 Repair ‘YOKE PIN’.
17.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 197 S’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BEARERS’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘END COMPLETE’.
05.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 197 S’
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05.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKLF 197 S’

29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 197 S’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE BEARERS’.
17.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Repair ‘END COMPLETE’.
17.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 197 S’
18.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 197 S’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘TRAIN PIPE’.
03.08.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 197 S’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE LEVER’.
20.09.1993 Repair ‘VEHICLE COMPLETE’.
20.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 197 S’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 197 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 197 S’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 199

26.05.1994 Reclassified from wagon ‘RKLF 199 H’ to ’ wagon ‘AKLF 199 N’.

RKLF 1847

Details: wagon ‘RKLF 1847 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 40tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4X2
Original Cost: $7120
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 156
Date Built: 01.01.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKLF 1847 & 3224
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UR CN CM CP
Return to Service Date: 11.01.1996
Due Triple Valve: 15.04.1994
Last Brake Cylinder: 09.03.1988
Last Single Car Test: 28.09.1993
Last Lift: 15.04.1982

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.

19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘VEHICLE COMPLETE’.
28.03.1990 Repair ‘VEHICLE STENCILS’.
28.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 1847 K’
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01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘HANDRAILS END’.
01.06.1990 Repair ‘STEP’.
01.06.1990 Repair ‘TRAIN PIPE’.
01.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKLF 1847 K’
07.06.1990 Repair ‘HANDRAILS’.
07.06.1990 Repair ‘HANDRAILS END’.
07.06.1990 Repair ‘STEP’.
07.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘BRAKE LEVER’.
26.11.1991 Repair ‘BRAKE PULL ROD’.
26.11.1991 Repair ‘SIDE BEARER’.
26.11.1991 Repair ‘STEP’.
26.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
21.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.04.1992 Repair ‘STEP’.
21.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 1847 K’
18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL

PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.

27.10.1992 Repair ‘VEHICLE RECLASSIFY’.
27.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 1847 K’
15.01.1993 Alteration complete ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH

DRAWING SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR
GAP TYPE SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL
BOGIES OFF A RAIL PAIR ARE MATCHED IN TYPE. *** SPRING
ARRANGEMENTS MUST MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration complete ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO
BE ADDED. 2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE
MODIFIED INITIALLY, THE REMAINDER AFTER PROTOTYPE IS APPROVED.
MSDE TO ADVISE APPROVAL TO PROCEED WITH REMAINDER. AKLF.
(RS4769)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRANCH PIPE’.
02.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.04.1993 Repair ‘WHEEL SET’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKLF 1847 K’
23.04.1993 Repair ‘CARD OR CLIP HOLDER’.
23.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘EMPTY LOAD VALVE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration complete ‘SUPPLY AND FIT PACKERS (ITEM 20) AND
PACKING GUIDES (ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING
A0/W1-265 REV C. AKLF - ALL. (RS4796)’.

01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
27.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 1847 K’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘END COMPLETE’.
23.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘SIDE MEMBER’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
23.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 1847 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKLF’ STEEL WAGONS TO ‘RKLF‘.

(NRC055)’. New class: ‘RKLF’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKLF 1847 K’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RKLF 3225

14.01.1987 Alteration complete ‘RECLASSIFY AFGY TO AFGF - REFER RS4231
(RS3027)’. New class: ‘AFGF’.

11.09.1990 Repair ‘HANDBRAKE HANDLE’.
11.09.1990 Repair ‘HANDRAILS END’.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 3225 P’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 3225 P’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1991 Repair ‘BRANCH PIPE’.
10.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘STEP’.
10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 3225 P’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘COUPLER KNUCKLE’.
13.09.1991 Repair ‘GRADE CONTROL VALVE’.
13.09.1991 Repair ‘SIDE MEMBER’.
13.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKLF 3225 P’
18.03.1992 Alteration ‘RECLASSIFY 30 NO. RG, AFGF AND AFOF FLAT WAGONS TO

‘AZCF‘. RG 1599,1627,1642,1644,1651,1653,1663,1664,1674,1669,1670,1753,1761,
1767,1769, RGC 1596,1623,1693,1755. AFGF 1593,1612,1622,3221,3225, AFOF
1602,1613,1617,1668,1673,1685. (RS4685)’. New class: ‘AZCF’.

30.04.1992 Alteration ‘FIT DOUBLE LEGGED FOOTSTEPS, 2 PER WAGON. FIT
HANDRAILS. WELD WASHER TO HANDBRAKE HANDLE TO PREVENT
RETRACTION. 58 NO. CONCRETE SLEEPER WAGONS. (AZCF,RG ETC) (RS4694)’.

18.09.1992 Alteration complete ‘1. MODIFICATION OF ‘AFSY’ WAGONS TO RAIL
PAIRS AS PER DRAWINGS A0/W1-265 & A1/W1-266. 2. WAGON PAIRS TO BE
PERMANENTLY COUPLED TOGETHER. 3. RECLASSIFY WAGONS TO ‘AKLF‘. 4.
FIT GRADE CONTROL VALVES TO ALL WAGONS. AFSY
174-188,190,191,196-199, AFGF 1847,3225,3224 (24 WAGONS) (RS4729)’. New
class: ‘AKLF’.
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06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BEARERS’.
06.11.1992 Repair ‘CARD OR CLIP HOLDER’.
06.11.1992 Repair ‘CENTRE SILL’.
06.11.1992 Repair ‘END BRAKE COCK’.
06.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1992 Repair ‘HANDRAILS’.
06.11.1992 Repair ‘HANDRAILS END’.
06.11.1992 Repair ‘SIDE STEP’.
06.11.1992 Repair ‘STEP’.
06.11.1992 Repair ‘VEHICLE RECLASSIFY’.
06.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 3225 P’
24.11.1992 Repair ‘CARD OR CLIP HOLDER’.
24.11.1992 Repair ‘HANDRAILS’.
24.11.1992 Repair ‘HANDRAILS END’.
24.11.1992 Repair ‘SIDE STEP’.
24.11.1992 Repair ‘STEP’.
24.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKLF 3225 P’
15.01.1993 Alteration ‘1. MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. 2. REMOVE HIGH SPEED BOGIES AND SET UP FOR GAP TYPE
SIDEBEARERS. 3. FIT REPLACEMENT BOGIES ENSURING ALL BOGIES OFF A
RAIL PAIR ARE MATCHED IN TYPE. *** SPRING ARRANGEMENTS MUST
MATCH.*** AKLF ALL. (RS4767)’.

26.01.1993 Alteration ‘1. BEARER SUPPORT CHANNEL WITH SHIMS TO BE ADDED.
2. BEARER HEIGHT ADJUSTED. NOTE. ONE PAIR TO BE MODIFIED INITIALLY,
THE REMAINDER AFTER PROTOTYPE IS APPROVED. MSDE TO ADVISE
APPROVAL TO PROCEED WITH REMAINDER. AKLF. (RS4769)’.

12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

28.05.1993 Alteration ‘SUPPLY AND FIT PACKERS (ITEM 20) AND PACKING GUIDES
(ITEM 19) TO BULKHEAD ON RAIL PAIRS AS PER DRAWING A0/W1-265 REV C.
AKLF - ALL. (RS4796)’.

30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 3225 P’
02.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 3225 P’
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 3225 P’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘END COMPLETE’.
28.10.1993 Repair ‘SIDE BEARER’.
28.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘AKLF 3225 P’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘TRAIN PIPE’.
12.01.1994 Repair ‘UNDERFRAME COMPLETE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKLF 3225 P’
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘AKLF 3225 P’

RKLX 25

Details: wagon ‘RKLX 25 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 27.03.1995
Cont Max Slots: 2

09.01.1991 Repair ‘STEP’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 25 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 25 E’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 25 E’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
27.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.03.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 25 E’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKLX 87

Details: wagon ‘RKLX 87 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 87 B
BSG Code: VXOZ

Capacity of 53 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 14.10.1994

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 87 B’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 115

Details: wagon ‘RKLX 115 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X ROBX115
BSG Code: VXOZ

Capacity of 51 tonnes
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Fleet Grp Code: AE CM CN CO CX
Return to Service Date: 14.02.1996
Cont Max Slots: 2

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 115 D’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 167

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

28.09.1995 Reclassified from wagon ‘RKLX 167 Y’ to ’ wagon ‘ROBX 167 P’.

RKLX 181

Details: wagon ‘RKLX 181 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 181 A
BSG Code: VXOZ

Capacity of 57 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CX
Return to Service Date: 10.09.1996
Cont Max Slots: 2

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 181 A’
10.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
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RKLX 204

Details: wagon ‘RKLX 204 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

Fleet Grp Code: AE CM CN CO CX
Return to Service Date: 16.03.1995
Cont Max Slots: 2

16.08.1991 Repair ‘STEP’.
16.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 204 Q’
29.06.1992 Repair ‘HANDRAILS’.
29.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 204 Q’
20.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 204 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROBX 204 Q’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 204 Q’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 215

Details: wagon ‘RKLX 215 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne

13721



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

24.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1989 Repair ‘STEP’.
24.09.1989 Repair ‘STEP’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 215 K’
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 215 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘ROBX 215 K’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 215 K’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 215 K’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 215 K’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 215 K’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
10.03.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1995 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROBX 215 K’
10.03.1995 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROBX 215 K’
08.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 223

Details: wagon ‘RKLX 223 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 223 A’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘STRIKING CASTING’.
11.11.1993 Repair ‘TRAIN PIPE (END)’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 223 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROBX 223 A’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
27.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.03.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 223 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 227

Details: wagon ‘RKLX 227 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 227 N
BSG Code: VXOZ

Capacity of 57 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 227 N’
16.09.1995 Repair ‘VEHICLE COMPLETE’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

12.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLX 230

Details: wagon ‘RKLX 230 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X ROBX 230
BSG Code: VXOZ

Capacity of 50 tonnes

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 230 E’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 237

Details: wagon ‘RKLX 237 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX
BSG Code: VXOZ

Capacity of 53 tonnes
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27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 237 V’
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.

RKLX 239

Details: wagon ‘RKLX 239 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 239 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROBX 239 Q’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 239 Q’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 239 Q’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 242

Details: wagon ‘RKLX 242 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 242 / ROBX 242 H
BSG Code: VXOZ

Capacity of 53 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 242 H’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 255

Details: wagon ‘RKLX 255 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 255 T
BSG Code: VXOZ

Capacity of 57 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 255 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 270

Details: wagon ‘RKLX 270 M’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 270 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 270 N’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 270 N’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
31.01.1995 Repair ‘VEHICLE RECLASSIFY’.
31.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 270 N’
27.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 276

Details: wagon ‘RKLX 276 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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10.03.1992 Repair ‘HANDRAILS’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 276 V’
18.03.1993 Repair ‘DOOR LOCK MECHANISM’.
18.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 276 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROBX 276 V’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 276 V’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
05.04.1995 Repair ‘VEHICLE RECLASSIFY’.
05.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 276 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 287

Details: wagon ‘RKLX 287 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX
BSG Code: VXOZ

Capacity of 51 tonnes

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 287 P’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.

RKLX 290

Details: wagon ‘RKLX 290 F’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX 290 W
BSG Code: VXOZ

Capacity of 50 tonnes

09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 290 G’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 290 G’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
05.04.1995 Repair ‘VEHICLE RECLASSIFY’.
05.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 290 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 294

Details: wagon ‘RKLX 294 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 294 T
BSG Code: VXOZ

Capacity of 51 tonnes
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 294 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 297

Details: wagon ‘RKLX 297 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

27.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 297 A’
28.09.1993 Repair ‘YOKE CARRIER’.
28.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 297 A’
29.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 297 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 297 A’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 297 A’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
05.04.1995 Repair ‘VEHICLE RECLASSIFY’.
05.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 297 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 298

Details: wagon ‘RKLX 298 X’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX298/ROBX298J
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 57 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 298 J’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 301

Details: wagon ‘RKLX 301 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 301 T
BSG Code: VXOZ

Capacity of 57 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 301 T’
10.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKLX 307

Details: wagon ‘RKLX 307 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

22.08.1992 Repair ‘HANDRAILS’.
22.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 307 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 307 E’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 307 E’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 307 E’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 307 E’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 307 E’
03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon ‘ROBX 307 E’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 308

Details: wagon ‘RKLX 308 M’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX
BSG Code: VXOZ

Capacity of 51 tonnes

17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 308 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 308 N’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
13.03.1995 Repair ‘VEHICLE RECLASSIFY’.
13.03.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 308 N’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 319

Details: wagon ‘RKLX 319 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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15.06.1994 Issued at location ‘Melbourne’ with a previous code of wagon
‘ROBX 319 H’

13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 319 H’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 319 H’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 319 H’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 320

Details: wagon ‘RKLX 320 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX
BSG Code: VXOZ

Capacity of 51 tonnes

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 320 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
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RKLX 339

Details: wagon ‘RKLX 339 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

18.11.1993 Repair ‘HANDRAILS END’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 339 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 339 A’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 339 A’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 339 A’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 339 A’
22.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 348

Details: wagon ‘RKLX 348 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
Remarks: EX VOFX
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 348 W’
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 348 W’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 348 W’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 348 W’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 354

Details: wagon ‘RKLX 354 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 354 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.07.1994 Repair ‘VEHICLE RECLASSIFY’.
04.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 354 R’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 354 R’
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 354 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 359

Details: wagon ‘RKLX 359 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 359
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

19.08.1995 Repair ‘VEHICLE RECLASSIFY’.
19.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 359 Q’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 361

Details: wagon ‘RKLX 361 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

Capacity of 51 tonnes

10.08.1989 Repair ‘HANDRAILS’.
10.08.1989 Repair ‘HANDRAILS END’.
10.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 361 V’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROBX 361 V’
27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROBX 361 V’
04.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROBX 361 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 361 V’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 361 V’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 361 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 364

Details: wagon ‘RKLX 364 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 364 C’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
27.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.03.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 364 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 365

Details: wagon ‘RKLX 365 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX365S/ROBX365L/RKLX365K
BSG Code: VXOZ

Capacity of 51 tonnes

03.07.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 365 L’
29.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE RECLASSIFY’.
14.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 365 Y’
29.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKLY 365 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE RECLASSIFY’.
25.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLY 365 Y’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.

13739



2. TIMS GROUP INFORMATION - WAGONS

RKLX 375

Details: wagon ‘RKLX 375 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

04.02.1992 Repair ‘SIDE STEP’.
04.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 375 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 375 T’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 375 T’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
17.07.1995 Repair ‘VEHICLE RECLASSIFY’.
17.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 375 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 376

Details: wagon ‘RKLX 376 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

16.06.1991 Repair ‘HANDRAILS’.
16.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 376 F’
16.02.1993 Repair ‘STEP’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.
16.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 376 F’
16.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 376 F’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 376 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 376 F’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 376 F’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 376 F’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 376 F’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 376 F’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon ‘ROBX 376 F’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKLX 379

Details: wagon ‘RKLX 379 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 379 J
BSG Code: VXOZ

Capacity of 51 tonnes

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 379 J’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 387

Details: wagon ‘RKLX 387 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

13.11.1989 Repair ‘STEP’.
13.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 387 W’

13742



2.662. Wagon classification starting with ‘RKL’

14.11.1989 Repair ‘HANDRAILS END’.
14.11.1989 Repair ‘SIDE STEP’.
14.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 387 W’
12.03.1990 Repair ‘HANDRAILS END’.
12.03.1990 Repair ‘SIDE STEP’.
12.03.1990 Repair ‘STEP’.
12.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 387 W’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRANCH PIPE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 387 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 387 W’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 387 W’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 387 W’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 387 W’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 390

Details: wagon ‘RKLX 390 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

26.08.1991 Repair ‘STEP’.
26.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 390 N’
09.05.1993 Repair ‘HANDRAILS’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 390 N’
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24.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.06.1993 Repair ‘YOKE CARRIER’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 390 N’
17.09.1993 Repair ‘END HOSE’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 390 N’
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘BRAKE BLOCK RB95’.
13.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 390 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 390 N’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 390 N’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 391

Details: wagon ‘RKLX 391 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 391 W–RKOX391H
BSG Code: VXOZ

Capacity of 51 tonnes

04.07.1995 Repair ‘VEHICLE RECLASSIFY’.
04.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKOX 391 H’
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
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RKLX 402

Details: wagon ‘RKLX 402 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X ROBX
BSG Code: VXOZ

Capacity of 51 tonnes

13.06.1995 Repair ‘VEHICLE RECLASSIFY’.
13.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 402 M’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 407

Details: wagon ‘RKLX 407 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 407 L’
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24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Port Waratah’ with a previous code of wagon

‘ROBX 407 L’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 408

Details: wagon ‘RKLX 408 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘ROBX 408 U’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 408 U’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 408 U’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
27.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.03.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 408 U’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 414

Details: wagon ‘RKLX 414 Y’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

07.02.1993 Repair ‘STEP’.
07.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 414 P’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘STEP’.
10.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 414 P’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1993 Repair ‘ISOLATING COCK’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 414 P’
12.02.1993 Repair ‘DOOR COMPLETE’.
12.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 414 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 414 P’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 414 P’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 414 P’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 414 P’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 414 P’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 414 P’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKLX 420

Details: wagon ‘RKLX 420 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 420 K’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 420 K’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
09.03.1995 Repair ‘VEHICLE RECLASSIFY’.
09.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 420 K’
10.03.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1995 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROBX 420 K’
10.03.1995 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROBX 420 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 421

Details: wagon ‘RKLX 421 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

Capacity of 51 tonnes

04.07.1992 Repair ‘HANDBRAKE HANDLE’.
04.07.1992 Repair ‘STEP’.
04.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 421 T’
04.07.1993 Repair ‘HANDRAILS’.
04.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 421 T’
27.07.1993 Repair ‘HANDRAILS’.
27.07.1993 Repair ‘HANDRAILS END’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 421 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 421 T’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 421 T’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 421 T’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
17.07.1995 Repair ‘VEHICLE RECLASSIFY’.
17.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 421 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 422

Details: wagon ‘RKLX 422 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 422 F
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BSG Code: VXOZ

Capacity of 51 tonnes

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 422 F’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 439

Details: wagon ‘RKLX 439 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 439 H
BSG Code: VXOZ

Capacity of 57 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 439 H’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 445

Details: wagon ‘RKLX 445 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘END BRAKE COCK’.
14.08.1991 Repair ‘TRAIN PIPE (END)’.
14.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROBX 445 C’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘HANDRAILS’.
03.12.1991 Repair ‘STEP’.
03.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROBX 445 C’
16.11.1993 Repair ‘BRAKE PIN’.
16.11.1993 Repair ‘SIDE STEP’.
16.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 445 C’
16.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 445 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROBX 445 C’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 445 C’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
17.07.1995 Repair ‘VEHICLE RECLASSIFY’.
17.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 445 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 446

Details: wagon ‘RKLX 446 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

10.04.1991 Repair ‘STEP’.
10.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 446 L’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 446 L’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1993 Repair ‘BOGIE SPRING’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1993 Repair ‘WHEEL SET’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 446 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 446 L’
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 446 L’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 447

Details: wagon ‘RKLX 447 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
Remarks: EX RKUX 447 A
BSG Code: VXOZ

Capacity of 51 tonnes

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKUX 447 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 448

Details: wagon ‘RKLX 448 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX ROBX 448 G
BSG Code: VXOZ

Capacity of 57 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 448 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 452

Details: wagon ‘RKLX 452 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X ROBX452
BSG Code: VXOZ

Capacity of 51 tonnes

06.07.1995 Repair ‘VEHICLE RECLASSIFY’.
06.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 452 G’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 454

Details: wagon ‘RKLX 454 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 454 B
BSG Code: VXOZ

Capacity of 53 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 454 B’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1005

Details: wagon ‘RKLX 1005 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1005 R’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 1005 R’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1005 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1039

Details: wagon ‘RKLX 1039 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 1039 X
BSG Code: VXOZ

Capacity of 53 tonnes
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1039 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1043

Details: wagon ‘RKLX 1043 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX
BSG Code: VXOZ

Capacity of 53 tonnes

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1043 X’
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1046

Details: wagon ‘RKLX 1046 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘WHEEL SET’.
13.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1046 M’
02.09.1991 Repair ‘HANDRAILS’.
02.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1046 M’
16.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 1046 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1046 M’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1046 M’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1047

31.07.1995 Reclassified from wagon ‘RKLX 1047 U’ to ’ wagon ‘VLEX 1047 F’.

RKLX 1057

Details: wagon ‘RKLX 1057 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX1057N/ROBX1057G
BSG Code: VXOZ
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Capacity of 51 tonnes

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1057 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1084

Details: wagon ‘RKLX 1084 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X ROBX 1084
BSG Code: VXOZ

Capacity of 51 tonnes

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1084 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 1090

Details: wagon ‘RKLX 1090 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 1090 V
BSG Code: VXOZ

Capacity of 51 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1090 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1099

Details: wagon ‘RKLX 1099 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

09.11.1989 Repair ‘HANDRAILS END’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1099 K’
21.03.1990 Repair ‘HANDRAILS’.
21.03.1990 Repair ‘HANDRAILS END’.
21.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1099 K’
26.01.1992 Repair ‘HANDRAILS END’.
26.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1099 K’
15.06.1992 Repair ‘HANDRAILS’.
15.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1099 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
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23.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROBX 1099 K’

02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROBX 1099 K’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1099 K’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 1099 K’
08.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 1099 K’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 1099 K’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 1099 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.

RKLX 1110

Details: wagon ‘RKLX 1110 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

09.11.1993 Repair ‘YOKE CARRIER’.
09.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 1110 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 1110 K’
16.03.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 1110 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1112

Details: wagon ‘RKLX 1112 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 1112 F
BSG Code: VXOZ

Capacity of 51 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1112 F’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1113

Details: wagon ‘RKLX 1113 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VOCY 1113
BSG Code: VXOQ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 1113 Y’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1113 Y’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1113 Y’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 1113 Y’
17.07.1995 Repair ‘VEHICLE RECLASSIFY’.
17.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 1113 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1125

Details: wagon ‘RKLX 1125 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 1125 R
BSG Code: VXOZ

Capacity of 51 tonnes

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1125 R’
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.

RKLX 1130

Details: wagon ‘RKLX 1130 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

31.07.1992 Repair ‘SIDE STEP’.
31.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 1130 D’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE COMPLETE’.
12.11.1993 Repair ‘COUPLER KNUCKLE’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1130 D’
01.12.1993 Repair ‘HANDRAILS END’.
01.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROBX 1130 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE RECLASSIFY’.
08.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 1130 D’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
05.04.1995 Repair ‘VEHICLE RECLASSIFY’.
05.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROBX 1130 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKLX 1149

Details: wagon ‘RKLX 1149 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

09.01.1992 Repair ‘SIDE STEP’.
09.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 1149 A’
10.10.1993 Repair ‘SIDE STEP’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 1149 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 1149 A’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROBX 1149 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 365

25.10.1995 Reclassified from wagon ‘RKLY 365 Y’ to ’ wagon ‘RKLX 365 K’.

RKLY 20202

Details: wagon ‘RKLY 20202 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKHY20202S/RKHY20202W
BSG Code: NSKI

Capacity of 54 tonnes

18.05.1995 Repair ‘VEHICLE RECLASSIFY’.
18.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20202 W’

RKLY 20203

Details: wagon ‘RKLY 20203 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NOJY20203 / NKJY20203 / RKJY20203Y
BSG Code: NSKZ

Capacity of 54 tonnes
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23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20203 Y’

RKLY 20205

Details: wagon ‘RKLY 20205 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NOJY20205N EX NKJY 20205F
BSG Code: NSKZ

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20205 J’

RKLY 20206

Details: wagon ‘RKLY 20206 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20206W/NKJY20206Y / RKJY20206S
BSG Code: NSKI

Capacity of 54 tonnes

23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKJY 20206 S’

03.07.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20234

Details: wagon ‘RKLY 20234 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20234 U / RKJY 20234 U
BSG Code: NSKI

Capacity of 54 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20234 B’

RKLY 20238

Details: wagon ‘RKLY 20238 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20238A/NKJY20238/RKJY 20238 Y
BSG Code: NSKI

Capacity of 54 tonnes

17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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17.03.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKJY 20238 Y’

RKLY 20239

Details: wagon ‘RKLY 20239 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCCY20239/NKJY20239T/RKJY20239A
BSG Code: NSKI

Capacity of 54 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20239 A’
14.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20243

Details: wagon ‘RKLY 20243 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX RKJY 20243 A
BSG Code: NSKI

Capacity of 54 tonnes
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02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20243 A’

RKLY 20244

Details: wagon ‘RKLY 20244 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1981
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20244S/NKDY20244K / RKDY20244Y
BSG Code: NSKI

Capacity of 54 tonnes

31.01.1995 Repair ‘VEHICLE RECLASSIFY’.
31.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20244 Y’
21.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20249

Details: wagon ‘RKLY 20249 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSKZ

Capacity of 56 tonnes

13769



2. TIMS GROUP INFORMATION - WAGONS

08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20249 E’
17.10.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20269

Details: wagon ‘RKLY 20269 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NCCY NKJY20269/RKJY 20269 B
BSG Code: NSKZ

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20269 B’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20284

Details: wagon ‘RKLY 20284 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKJY 20284 S
BSG Code: NSKZ
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Capacity of 54 tonnes

20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20284 S’
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20289

Details: wagon ‘RKLY 20289 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY 20289V / NKJY20289 / RKJY 20289R
BSG Code: NSKI

Capacity of 56 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20289 R’
01.09.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20298

Details: wagon ‘RKLY 20298 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20298U/NKJY20298/RKJY20298Q
BSG Code: NSKZ
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Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20298 Q’
17.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20306

Details: wagon ‘RKLY 20306 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY20306G / NKJY20306V / RKJY20306C
BSG Code: NSKI

Capacity of 54 tonnes

23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20306 C’
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20311

Details: wagon ‘RKLY 20311 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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Remarks: EX NODY20311U/NKDY20311M/RKDY20311Q
BSG Code: NSKI

Capacity of 54 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20311 Q’

RKLY 20317

Details: wagon ‘RKLY 20317 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDY 20317 U
BSG Code: NSKI

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20317 B’
17.05.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20332

Details: wagon ‘RKLY 20332 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
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Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY20332J/RKJY20332N
BSG Code: NSKI

Capacity of 54 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20332 N’
23.05.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20347

Details: wagon ‘RKLY 20347 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY20347K/RKHY20347Y
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

15.04.1995 Repair ‘VEHICLE RECLASSIFY’.
15.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20347 Y’

RKLY 20349

Details: wagon ‘RKLY 20349 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKJY 20349 L
BSG Code: NSKI

Capacity of 54 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20349 L’

RKLY 20356

Details: wagon ‘RKLY 20356 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20356F/NKDY20356U/RKDY20356B
BSG Code: NSKI

Capacity of 54 tonnes

18.05.1995 Repair ‘VEHICLE RECLASSIFY’.
18.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20356 B’

RKLY 20362

Details: wagon ‘RKLY 20362 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20362S/NKJY20362K/RKJY20362Y
BSG Code: NSKI

Capacity of 54 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20362 Y’

RKLY 20365

Details: wagon ‘RKLY 20365 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: NKJY20365
BSG Code: NSKI

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20365 S’

RKLY 20366

Details: wagon ‘RKLY 20366 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: NCCY 20366 J/ NKJY 20366 A/ RKJY 20366 E
BSG Code: NSKI

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20366 E’
18.06.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20368

Details: wagon ‘RKLY 20368 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NOJY 20368 / NKJY / RKJY 20386 W
BSG Code: NSKZ

Capacity of 56 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20368 S’
13.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20370

Details: wagon ‘RKLY 20370 K’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20370/NOJY20370X/NKJY20370A/RKJY
BSG Code: NSKI

Capacity of 54 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20370 E’
13.11.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20382

13.02.1997 Reclassified from wagon ‘RKLY 20382 N’ to ’ wagon ‘RCQF 20382 F’.

RKLY 20385

Details: wagon ‘RKLY 20385 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20385U/RKHY20385F
BSG Code: NSOZ

Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20385 F’
11.10.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
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RKLY 20397

Details: wagon ‘RKLY 20397 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20397 T’

RKLY 20424

Details: wagon ‘RKLY 20424 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20424 D / RKJY20424H
BSG Code: NSKZ

Capacity of 54 tonnes

23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20424 H’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
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RKLY 20428

Details: wagon ‘RKLY 20428 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RKJY 20428 U
BSG Code: NSFI

Capacity of 54 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20428 U’

RKLY 20432

10.02.1997 Reclassified from wagon ‘RKLY 20432 D’ to ’ wagon ‘RCQF 20432 S’.

RKLY 20436

Details: wagon ‘RKLY 20436 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY20436/NKHY/RKHY20436E
BSG Code: NSKI

Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
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18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKHY 20436 E’

08.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20440

Details: wagon ‘RKLY 20440 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20440 Y/ RKJY / RKLY20440Q
BSG Code: NSKI

Capacity of 54 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20440 G’

RKLY 20458

Details: wagon ‘RKLY 20458 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20458H/NKHY20458L/RKHY20458P
BSG Code: NSOZ
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Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20458 P’

RKLY 20476

Details: wagon ‘RKLY 20476 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20476F/NKDY20476U / RKDY20476B
BSG Code: NSKI

Capacity of 54 tonnes

31.01.1995 Repair ‘VEHICLE RECLASSIFY’.
31.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20476 B’
21.10.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20477

Details: wagon ‘RKLY 20477 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NODY 20477-EX NKJY 20477 B
BSG Code: NSKZ
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Capacity of 54 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20477 B’

RKLY 20502

10.05.1995 Reclassified from wagon ‘RKLY 20502 J’ to ’ wagon ‘NKJY 20502 W’.
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20502 W’

RKLY 20509

Details: wagon ‘RKLY 20509 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20509 G
BSG Code: NSOZ

Capacity of 54 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NODY 20509 G’
07.06.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20541

Details: wagon ‘RKLY 20541 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY 20541 H / NKJY / RKJY 20541 D
BSG Code: NSKI

Capacity of 56 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20541 W’
11.05.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
01.10.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20546

Details: wagon ‘RKLY 20546 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20546 V / RKJY 20546 C
BSG Code: NSKZ

Capacity of 54 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20546 C’

RKLY 20548

Details: wagon ‘RKLY 20548 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20548 B——EX NKJY 20548 Q
BSG Code: NSKI

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20548 U’

RKLY 20550

Details: wagon ‘RKLY 20550 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOJY 20550 / NKJY20550 / RKJY 20550 C
BSG Code: NSKZ

Capacity of 54 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20550 C’
16.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20553

Details: wagon ‘RKLY 20553 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RKJY 20553 G
BSG Code: NSKI

Capacity of 54 tonnes

20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20553 G’
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20565

Details: wagon ‘RKLY 20565 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20565 S / RKDY 20565 Y
BSG Code: NSOZ

Capacity of 54 tonnes

31.01.1995 Repair ‘VEHICLE RECLASSIFY’.
31.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20565 Y’
23.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20576

Details: wagon ‘RKLY 20576 J’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 20576—EX NKJY 20576 W
BSG Code: NSKI

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20576 D’
16.09.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20589

Details: wagon ‘RKLY 20589 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY 20589 T / RKLY 20589 V
BSG Code: NSKI

Capacity of 54 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20589 L’

RKLY 20590

Details: wagon ‘RKLY 20590 R’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY/RKHY20590F
BSG Code: NSKI

Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20590 F’

RKLY 20591

Details: wagon ‘RKLY 20591 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY 20591 G
BSG Code: NSOZ

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20591 C’
06.10.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20597

Details: wagon ‘RKLY 20597 L’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20597Y
BSG Code: NSOZ

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKDY 20597 K’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20610

Details: wagon ‘RKLY 20610 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY20610J/NKHY20610N/RKHY20610R
BSG Code: NXOZ

Capacity of 54 tonnes

15.04.1995 Repair ‘VEHICLE RECLASSIFY’.
15.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20610 R’
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.
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RKLY 20807

10.02.1997 Reclassified from wagon ‘RKLY 20807 G’ to ’ wagon ‘RCQF 20807 V’.

RKLY 20810

Details: wagon ‘RKLY 20810 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKHY 20810 X
BSG Code: NSOZ

Capacity of 54 tonnes

19.04.1995 Repair ‘VEHICLE RECLASSIFY’.
19.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20810 X’
28.05.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20823

Details: wagon ‘RKLY 20823 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKHY20823/RKHY20823U
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI
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Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20823 U’
19.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20835

Details: wagon ‘RKLY 20835 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY 20835 K-EX NKJY 20835 G
BSG Code: NSKI

Capacity of 54 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20835 C’

RKLY 20841

Details: wagon ‘RKLY 20841 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKJY 20841 B
BSG Code: NSKI
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Capacity of 54 tonnes

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20841 B’

RKLY 20844

Details: wagon ‘RKLY 20844 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY20844J/NKJY20844 / RKJY 20844 F
BSG Code: NSKI

Capacity of 54 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20844 F’

RKLY 20860

Details: wagon ‘RKLY 20860 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20860M/NKJY20860E/RKJY20860X
BSG Code: NSKI

Capacity of 54 tonnes
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10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20860 X’
24.07.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20869

Details: wagon ‘RKLY 20869 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKJY 20869 Q
BSG Code: NSKI

Capacity of 54 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 20869 Q’

RKLY 20873

Details: wagon ‘RKLY 20873 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY20873B/ NKJY20873 / RKJY 20873 U
BSG Code: NSKI

Capacity of 54 tonnes
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12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20873 U’
22.06.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20874

Details: wagon ‘RKLY 20874 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKJY 20874 C-EX RKJY20874G
BSG Code: NSKZ

Capacity of 54 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20874 G’
02.05.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20880

Details: wagon ‘RKLY 20880 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NKJY20880–/ RKJY 20880 B
BSG Code: NSKZ

Capacity of 56 tonnes
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18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20880 B’
28.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20891

Details: wagon ‘RKLY 20891 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCCY/NKJY20891Y
BSG Code: NSKZ

Capacity of 56 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20891 S’
28.05.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20918

Details: wagon ‘RKLY 20918 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: X NKJY 20918
BSG Code: NSKI
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Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20918 B’
24.07.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20935

10.02.1997 Reclassified from wagon ‘RKLY 20935 T’ to ’ wagon ‘RCQF 20935 L’.

RKLY 20937

Details: wagon ‘RKLY 20937 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NODY/NCCY20937N/NKJY20937E/RKJY20937X
BSG Code: NSKI

Capacity of 54 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20937 X’

RKLY 20941

Details: wagon ‘RKLY 20941 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: EX NOJY20941M/NKJY20941
BSG Code: NSKI

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20941 X’
13.02.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20962

Details: wagon ‘RKLY 20962 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY20962Y/ NKJY20962G/ RKJY20962K
BSG Code: NSKI

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20962 K’

RKLY 20967

Details: wagon ‘RKLY 20967 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: EX RKJY 20967J EX NKJY20967F
BSG Code: NSKI

Capacity of 56 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20967 J’
05.10.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 20968

Details: wagon ‘RKLY 20968 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NOJY20968W/NKJY20968Y/RKJY20968B
BSG Code: NSKI

Capacity of 54 tonnes

23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20968 S’

RKLY 20971

Details: wagon ‘RKLY 20971 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: EX NOJY 20971 N / NKJY 20971 F / RKJY
BSG Code: NSKI

Capacity of 54 tonnes

12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20971 J’
05.06.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20973

Details: wagon ‘RKLY 20973 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NODY20973/NKHY20973R
BSG Code: NSKI

Capacity of 54 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKHY 20973 R’

RKLY 20987

Details: wagon ‘RKLY 20987 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.8m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: STEEL ONLY
Remarks: EX NKHY20987P/RKHY20987T
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

15.04.1995 Repair ‘VEHICLE RECLASSIFY’.
15.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKHY 20987 T’
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 20997

Details: wagon ‘RKLY 20997 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NOJY20997/NKJY20997G/RKJY20997K
BSG Code: NSKI

Capacity of 54 tonnes

15.04.1995 Repair ‘VEHICLE RECLASSIFY’.
15.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 20997 K’

RKLY 85151

Details: wagon ‘RKLY 85151 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKJY85151Q
BSG Code: NSKI

Capacity of 54 tonnes

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKJY 85151 Q’

RKLY 85152

Details: wagon ‘RKLY 85152 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NCCY20953/NKJY85152C / RKJY 85152 G
BSG Code: NSKI

Capacity of 54 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85152 G’

RKLY 85153

Details: wagon ‘RKLY 85153 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY 85153/NKJY85153 / RKJY85153P
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85153 P’
08.06.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 85155

Details: wagon ‘RKLY 85155 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKJY 85155 K
BSG Code: NSKI

Capacity of 54 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85155 K’
24.07.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RKLY 85159

Details: wagon ‘RKLY 85159 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
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Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RKJY 85159 A
BSG Code: NSKI

Capacity of 54 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85159 A’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
26.12.1995 Repair ‘VEHICLE COMPLETE’.

RKLY 85160

Details: wagon ‘RKLY 85160 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.2m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NCCY / NKJY85160 / RKJY 85160 T
Wagon Width: 2646mm
Wagon Height: 1525mm
BSG Code: NSKI

Capacity of 54 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJY 85160 T’
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2.663 Wagon classification starting with ‘RKM’

RKMX 1

Details: wagon ‘RKMX 1 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 07.12.1966
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: UY AE UZ
Return to Service Date: 05.09.1995
Due Triple Valve: 01.08.1997
Last Triple Valve: 14.04.1993
Last Brake Cylinder: 14.06.1990
Last Single Car Test: 21.07.1993
Last Lift: 01.05.1984

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.

18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 1 G’
25.06.1991 Repair ‘VEHICLE COMPLETE’.
25.06.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 1 G’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.08.1991 Repair ‘END HOSE’.
02.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 1 G’
09.08.1991 Repair ‘VEHICLE COMPLETE’.
09.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 1 G’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘CARD OR CLIP HOLDER’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘SIDE MEMBER’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 1 G’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRANCH PIPE’.
07.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 1 G’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BRANCH PIPE’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 1 G’
17.11.1993 Alteration ‘REMOVE THE EXISTING DECK AND STANCHIONS AND

REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
DRAWINGS LIST. AKMX 1-7. (RS4834)’.

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.
(NRC056)’. New class: ‘RKMX’.

22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 1 G’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKMX 2

Details: wagon ‘RKMX 2 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.8tonne
Current Gauge: Broad
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 06.12.1966
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: UY AE UZ
Return to Service Date: 17.05.1996
Due Triple Valve: 30.04.1991
Last Brake Cylinder: 30.04.1990
Last Single Car Test: 08.12.1993
Last Lift: 02.03.1984

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.

18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 2 P’
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AKMX 2 P’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BRAKE BLOCK OTHER’.
04.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 2 P’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1990 Repair ‘BRAKE LEVER’.
30.04.1990 Repair ‘BRAKE PULL ROD’.
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30.04.1990 Repair ‘BRANCH PIPE’.
30.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 2 P’
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘VEHICLE STENCILS’.
19.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 2 P’
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 2 P’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘SIDE BEARER’.
26.09.1991 Repair ‘TOP CENTRE PLATE’.
26.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 2 P’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘EMPTY LOAD VALVE’.
21.07.1992 Repair ‘STANCHION’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 2 P’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘SIDE STEP’.
06.04.1993 Repair ‘STANCHION’.
06.04.1993 Repair ‘STANCHION’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 2 P’
17.11.1993 Alteration ‘REMOVE THE EXISTING DECK AND STANCHIONS AND

REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
DRAWINGS LIST. AKMX 1-7. (RS4834)’.

06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.12.1993 Repair ‘BRANCH PIPE’.
06.12.1993 Repair ‘EMPTY LOAD VALVE’.
06.12.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 2 P’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 2 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.

(NRC056)’. New class: ‘RKMX’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
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FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RKMX 3

Details: wagon ‘RKMX 3 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 21.3tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 06.12.1966
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY
Return to Service Date: 24.04.1996
Due Triple Valve: 01.08.1988
Last Brake Cylinder: 17.10.1991
Last Single Car Test: 07.04.1993
Last Lift: 11.08.1987

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.

18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘BRAKE LEVER’.
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06.09.1989 Repair ‘EMPTY LOAD VALVE’.
06.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 3 B’
14.12.1989 Repair ‘LASHING POINT’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKMX 3 B’
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘VEHICLE COMPLETE’.
27.06.1991 Repair ‘VEHICLE STENCILS’.
27.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 3 B’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘END COMPLETE’.
19.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 3 B’
29.07.1991 Repair ‘VEHICLE COMPLETE’.
29.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 3 B’
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 3 B’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘BRAKE LEVER’.
15.10.1991 Repair ‘CARD OR CLIP HOLDER’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘TRAIN PIPE (END)’.
15.10.1991 Repair ‘YOKE COMPLETE’.
15.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 3 B’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘STANCHION’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 3 B’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE BLOCK RB95’.
26.03.1993 Repair ‘TRAIN PIPE (END)’.
26.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 3 B’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
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04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 3 B’
17.11.1993 Alteration ‘REMOVE THE EXISTING DECK AND STANCHIONS AND

REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
DRAWINGS LIST. AKMX 1-7. (RS4834)’.

08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 3 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.

(NRC056)’. New class: ‘RKMX’.
14.07.1994 Repair ‘VEHICLE RECLASSIFY’.
14.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 3 B’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.

RKMX 4

Details: wagon ‘RKMX 4 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 14.12.1966
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX
BSG Code: FXKI

Capacity of 52 tonnes
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2.663. Wagon classification starting with ‘RKM’

Corporate ID flag: Y
Fleet Grp Code: UY AE UZ
Return to Service Date: 16.11.1995
Due Triple Valve: 01.12.1993
Last Triple Valve: 26.01.1993
Last Single Car Test: 17.08.1993
Last Lift: 10.03.1987

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.

18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

22.09.1989 Repair ‘LASHING POINT’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 4 K’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 4 K’
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 4 K’
01.08.1991 Repair ‘VEHICLE COMPLETE’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 4 K’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 4 K’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1993 Repair ‘BRAKE BLOCK RB95’.
22.01.1993 Repair ‘BRAKE PULL ROD’.
22.01.1993 Repair ‘BRANCH PIPE’.
22.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.01.1993 Repair ‘EMPTY LOAD VALVE’.
22.01.1993 Repair ‘SIDE BEARER’.
22.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 4 K’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘FLOOR BOARDS’.
17.04.1993 Repair ‘FLOOR BOARDS’.
17.04.1993 Repair ‘TRAIN PIPE’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 4 K’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK RB95’.
16.08.1993 Repair ‘BRAKE CONTROL PIPE’.
16.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 4 K’
17.11.1993 Alteration complete ‘REMOVE THE EXISTING DECK AND STANCHIONS

AND REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
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DRAWINGS LIST. AKMX 1-7. (RS4834)’.
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.

(NRC056)’. New class: ‘RKMX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKMX 4 K’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.11.1995 Repair ‘CENTRE SILL’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.

RKMX 5

Details: wagon ‘RKMX 5 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 25.01.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ
Return to Service Date: 04.11.1995
Due Triple Valve: 17.10.1989
Last Brake Cylinder: 19.06.1989
Last Single Car Test: 08.12.1993
Last Lift: 01.01.1986

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.
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18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘VEHICLE STENCILS’.
19.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 5 T’
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 5 T’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘STANCHION’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 5 T’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE BLOCK RB95’.
15.04.1993 Repair ‘BRAKE PULL ROD’.
15.04.1993 Repair ‘BRANCH PIPE’.
15.04.1993 Repair ‘STANCHION’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 5 T’
17.11.1993 Alteration complete ‘REMOVE THE EXISTING DECK AND STANCHIONS

AND REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
DRAWINGS LIST. AKMX 1-7. (RS4834)’.

04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BRAKE BLOCK RB101’.
04.12.1993 Repair ‘STANCHION’.
04.12.1993 Repair ‘TOP CENTRE PLATE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 5 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.

(NRC056)’. New class: ‘RKMX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 5 T’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘CENTRE SILL’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.

RKMX 6

Details: wagon ‘RKMX 6 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.9tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 26.01.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: UY AE UZ
Return to Service Date: 28.09.1995
Due Triple Valve: 01.08.1988
Last Single Car Test: 06.04.1993
Last Lift: 25.08.1987

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.

18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 6 F’
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘VEHICLE COMPLETE’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 6 F’
25.03.1992 Repair ‘STEP’.
25.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 6 F’
29.06.1992 Repair ‘STEP’.
29.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKMX 6 F’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK OTHER’.
15.07.1992 Repair ‘BRANCH PIPE’.
15.07.1992 Repair ‘COUPLER KNUCKLE’.
15.07.1992 Repair ‘EMPTY LOAD VALVE’.
15.07.1992 Repair ‘WHEEL SET’.
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15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 6 F’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Repair ‘END BRAKE COCK’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 6 F’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 6 F’
17.11.1993 Alteration ‘REMOVE THE EXISTING DECK AND STANCHIONS AND

REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
DRAWINGS LIST. AKMX 1-7. (RS4834)’.

07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 6 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.

(NRC056)’. New class: ‘RKMX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKMX 6 F’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKMX 7

Details: wagon ‘RKMX 7 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8580
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-23
Date Built: 10.02.1967
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKMX;STORED 05.09.94
BSG Code: FXKI
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY
Return to Service Date: 27.02.1996
Due Triple Valve: 19.06.1990
Last Brake Cylinder: 01.08.1991
Last Single Car Test: 15.03.1989
Last Lift: 25.08.1987

23.12.1986 Alteration complete ‘FIT BOLSTERS AND LOADBINDERS TO 7 (SEVEN)
‘AFMX’ WAGONS. RECLASSIFY AND RENUMBER ‘AFMX’ 3,4,9,10,12,19,20 TO
‘AKMX’ 1 TO 7 INCLUSIVE (RS4174)’.

18.06.1987 Alteration complete ‘RELOCATE BULKHEADS TO ACCOMMODATE
LONGER BILLETS IN STEEL TRAFFIC. AKMX 3,4,9,10,12,19,20. (RS4206)’.

22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘STEP’.
22.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 7 Y’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 7 Y’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 7 Y’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘END COMPLETE’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘TRAIN PIPE’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 7 Y’
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 7 Y’
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘VEHICLE STENCILS’.
06.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKMX 7 Y’
11.02.1992 Repair ‘STEP’.
11.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKMX 7 Y’
05.01.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AKMX 7 Y’
02.08.1993 Repair ‘STANCHION’.
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02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKMX 7 Y’
17.11.1993 Alteration ‘REMOVE THE EXISTING DECK AND STANCHIONS AND

REPLACE WITH STEEL DECK PLATES AND NEW STANCHIONS AS PER
DRAWINGS LIST. AKMX 1-7. (RS4834)’.

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKMX’ STEEL WAGONS TO ‘RKMX‘.
(NRC056)’. New class: ‘RKMX’.

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKMX 7 Y’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.

2.664 Wagon classification starting with ‘RKN’

RKNF 2202

Details: wagon ‘RKNF 2202 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 04.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 02.02.1996
Due Triple Valve: 16.07.1997
Last Triple Valve: 10.06.1992
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 14.03.1983

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFNY TO AKNF - REFER RS4231
(RS3028)’. New class: ‘AKNF’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BOLSTER’.
19.09.1989 Repair ‘BRAKE LEVER’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘END BRAKE COCK’.
19.09.1989 Repair ‘END HOSE’.
19.09.1989 Repair ‘END SHEETING’.
19.09.1989 Repair ‘SIDE BEARER’.
19.09.1989 Repair ‘STANCHION’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘TRAIN PIPE’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
05.02.1990 Repair ‘END HOSE’.
05.02.1990 Repair ‘STEP’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
24.04.1990 Repair ‘STANCHION’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
12.07.1990 Repair ‘END BRAKE COCK’.
12.07.1990 Repair ‘STANCHION’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘END BRAKE COCK’.
05.03.1991 Repair ‘END HOSE’.
05.03.1991 Repair ‘TRAIN PIPE (END)’.
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05.03.1991 Repair ‘TRAIN PIPE’.
05.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
20.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1991 Repair ‘WHEEL SET’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2202 S’
10.10.1991 Alteration complete ‘DUE TO THE FITTING OF STANCHIONS, RETARE

ALL 10 NO. ‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF.
(RS4644)’.

16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2202 S’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2202 S’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BEARINGS’.
16.07.1992 Repair ‘BRAKE CONTROL PIPE’.
16.07.1992 Repair ‘BRAKE LEVER’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
16.07.1992 Repair ‘BRANCH PIPE’.
16.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘END BOARDS’.
16.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1992 Repair ‘TRAIN PIPE (END)’.
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BRANCH PIPE’.
07.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘TRAIN PIPE’.
07.01.1993 Repair ‘VEHICLE RETARE’.
07.01.1993 Repair ‘VEHICLE STENCILS’.
07.01.1993 Repair ‘WHEEL SET’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2202 S’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘END BOARDS’.
16.07.1993 Repair ‘END BRAKE COCK’.
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16.07.1993 Repair ‘END HOSE’.
16.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1993 Repair ‘TOP CENTRE PLATE’.
16.07.1993 Repair ‘TRAIN PIPE (END)’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘BRANCH PIPE’.
04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘UNDERFRAME COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2202 S’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKNF 2202 S’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.

RKNF 2203

Details: wagon ‘RKNF 2203 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 30.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 04.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 13.02.1996
Due Triple Valve: 03.05.1990
Last Triple Valve: 01.10.1992
Last Brake Cylinder: 11.05.1990
Last Single Car Test: 10.12.1992
Last Lift: 21.09.1982

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2203 E’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.05.1990 Repair ‘END HOSE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘STANCHION’.
08.05.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AKNF 2203 E’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
24.07.1991 Repair ‘STANCHION’.
24.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2203 E’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BEARERS’.
29.07.1991 Repair ‘DRAFT GEAR POCKET’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKNF 2203 E’

31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2203 E’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE COMPLETE’.
28.08.1991 Repair ‘COUPLER COMPLETE’.
28.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.08.1991 Repair ‘SIDE BEARER’.
28.08.1991 Repair ‘TOP CENTRE PLATE’.
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.01.1992 Repair ‘END HOSE’.
20.01.1992 Repair ‘TRAIN PIPE (END)’.
20.01.1992 Repair ‘TRAIN PIPE’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
05.06.1992 Repair ‘BRANCH PIPE’.
05.06.1992 Repair ‘TRAIN PIPE (END)’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘WHEEL SET’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.09.1992 Repair ‘END HOSE’.
15.09.1992 Repair ‘TRAIN PIPE (END)’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Repair ‘BRAKE PULL ROD’.
09.12.1992 Repair ‘BRAKE PULL ROD’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘TRAIN PIPE (END)’.
09.12.1992 Repair ‘TRAIN PIPE’.
09.12.1992 Repair ‘WHEEL SET’.
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09.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKNF 2203 E’

15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
11.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2203 E’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.

RKNF 2204

Details: wagon ‘RKNF 2204 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 21.05.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI
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Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 09.03.1996
Last Triple Valve: 16.03.1993
Last Brake Cylinder: 12.10.1993
Last Single Car Test: 16.03.1993
Last Lift: 08.10.1987

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

02.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1989 Repair ‘BRAKE PIN’.
02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKNF 2204 N’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘END HOSE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1989 Repair ‘STANCHION’.
13.11.1989 Repair ‘STANCHION’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Repair ‘UNDERFRAME COMPLETE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2204 N’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
05.08.1991 Repair ‘STANCHION’.
05.08.1991 Repair ‘STANCHION’.
05.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2204 N’
08.08.1991 Repair ‘STANCHION’.
08.08.1991 Repair ‘STANCHION’.
08.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2204 N’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘BRAKE LEVER’.
13.08.1991 Repair ‘TRAIN PIPE’.
13.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2204 N’
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Repair ‘VEHICLE STENCILS’.
22.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2204 N’
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27.09.1991 Repair ‘VEHICLE RETARE’.
27.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2204 N’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘TRAIN PIPE’.
19.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2204 N’
14.10.1992 Repair ‘STEP’.
14.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2204 N’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE CONTROL PIPE’.
09.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2204 N’
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘END HOSE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1993 Repair ‘WEAR PLATES & SADDLES’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2204 N’
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2204 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2204 N’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKNF 2204 N’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.

RKNF 2205

Details: wagon ‘RKNF 2205 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 01.06.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 21.03.1996
Due Triple Valve: 31.07.1990
Last Brake Cylinder: 22.06.1990
Last Single Car Test: 10.12.1993
Last Lift: 22.05.1986

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘BRAKE LEVER’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1989 Repair ‘RELAY VALVE’.
28.07.1989 Repair ‘TRAIN PIPE (END)’.
28.07.1989 Repair ‘TRAIN PIPE’.
28.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2205 W’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Repair ‘WHEEL SET’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2205 W’
16.11.1990 Alteration ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’ WAGONS AS

SHOWN ON SCHEME NO.1614 (RS4554)’.
22.05.1991 Repair ‘TRAIN PIPE (END)’.
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22.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AKNF 2205 W’

15.08.1991 Repair ‘STANCHION’.
15.08.1991 Repair ‘STANCHION’.
15.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2205 W’
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Repair ‘VEHICLE STENCILS’.
22.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2205 W’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1992 Repair ‘SIDE BEARER’.
08.04.1992 Repair ‘TOP CENTRE PLATE’.
08.04.1992 Repair ‘TRAIN PIPE (END)’.
08.04.1992 Repair ‘WHEEL SET’.
08.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2205 W’
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2205 W’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE CONTROL PIPE’.
09.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2205 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2205 W’
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2205 W’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

RKNF 2206

Details: wagon ‘RKNF 2206 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 01.07.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AFNF
BSG Code: FSKI

Capacity of 46 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 31.05.1996
Due Triple Valve: 01.11.1995
Last Triple Valve: 08.01.1994
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 26.08.1993
Last Lift: 15.01.1987

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘BRAKE PULL ROD’.
12.10.1989 Repair ‘END BRAKE COCK’.
12.10.1989 Repair ‘END HOSE’.
12.10.1989 Repair ‘TRAIN PIPE (END)’.
12.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2206 X’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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23.10.1990 Repair ‘STANCHION’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘TRAIN PIPE’.
23.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2206 X’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
26.09.1991 Repair ‘STANCHION’.
26.09.1991 Repair ‘STANCHION’.
26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2206 X’
26.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2206 X’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘TRAIN PIPE’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2206 X’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
06.08.1992 Repair ‘VEHICLE STENCILS’.
06.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2206 X’
04.11.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
04.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKNF 2206 X’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘TRAIN PIPE’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKNF 2206 X’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘BRAKE BLOCK RB95’.
08.01.1994 Repair ‘BRAKE PULL ROD’.
08.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2206 X’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2206 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2206 X’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
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FOR NRC (PMPROG)’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RKNF 2207

Details: wagon ‘RKNF 2207 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 22.09.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 27.07.1995
Last Triple Valve: 11.05.1990
Last Brake Cylinder: 30.09.1992
Last Single Car Test: 01.09.1993
Last Lift: 08.12.1987

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2207 R’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.05.1990 Repair ‘END BRAKE COCK’.
07.05.1990 Repair ‘END HOSE’.
07.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AKNF 2207 R’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1991 Repair ‘BRANCH PIPE’.
08.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
08.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1991 Repair ‘STANCHION’.
08.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2207 R’
23.08.1991 Repair ‘STANCHION’.
23.08.1991 Repair ‘STANCHION’.
23.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2207 R’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2207 R’
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2207 R’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘TRAIN PIPE (END)’.
10.04.1992 Repair ‘TRAIN PIPE’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2207 R’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘END BRAKE COCK’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Repair ‘VEHICLE STENCILS’.
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29.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKNF 2207 R’

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
05.03.1993 Repair ‘TRAIN PIPE’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2207 R’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1993 Repair ‘BRAKE LEVER’.
31.08.1993 Repair ‘STEP’.
31.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2207 R’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2207 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2207 R’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKNF 2208

Details: wagon ‘RKNF 2208 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 31tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 30.09.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 06.08.1996
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 12.02.1991
Last Single Car Test: 07.02.1994
Last Lift: 02.09.1982

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB101’.
05.09.1989 Repair ‘BRAKE LEVER’.
05.09.1989 Repair ‘TRAIN PIPE (END)’.
05.09.1989 Repair ‘TRAIN PIPE’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘SIDE STEP’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘STANCHION’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
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12.02.1991 Repair ‘VEHICLE RECLASSIFY’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2208 D’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘END BRAKE COCK’.
12.04.1991 Repair ‘END HOSE’.
12.04.1991 Repair ‘TRAIN PIPE (END)’.
12.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Repair ‘BRAKE PULL ROD’.
29.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.04.1991 Repair ‘SIDE BEARER’.
29.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘DRAFT GEAR POCKET’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2208 D’
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2208 D’
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘VEHICLE COMPLETE’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2208 D’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘TRAIN PIPE (END)’.
10.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRAKE PULL ROD’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1992 Repair ‘BRAKE LEVER’.
24.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1992 Repair ‘TRAIN PIPE (END)’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKNF 2208 D’
11.12.1992 Repair ‘COUPLER COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1993 Repair ‘BRAKE BLOCK OTHER’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Repair ‘BRANCH PIPE’.
20.10.1993 Repair ‘END HOSE’.
20.10.1993 Repair ‘TRAIN PIPE (END)’.
20.10.1993 Repair ‘VEHICLE COMPLETE’.
20.10.1993 Repair ‘WHEEL SET’.
20.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRAKE CONTROL PIPE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2208 D’
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKNF 2208 D’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
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29.01.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

RKNF 2209

Details: wagon ‘RKNF 2209 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 11.11.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 17.08.1994
Last Triple Valve: 20.05.1993
Last Brake Cylinder: 03.05.1993
Last Single Car Test: 12.03.1994
Last Lift: 29.10.1982

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘BRAKE LEVER’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘RELAY VALVE’.
30.04.1990 Repair ‘WHEEL SET’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2209 M’
06.09.1990 Repair ‘STANCHION’.
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06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKNF 2209 M’

16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’
WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.

14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘TRAIN PIPE (END)’.
03.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘VEHICLE STENCILS’.
19.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2209 M’
27.09.1991 Repair ‘VEHICLE RETARE’.
27.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2209 M’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
23.10.1991 Repair ‘END BOARDS’.
23.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2209 M’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1992 Repair ‘BRAKE LEVER’.
04.09.1992 Repair ‘END BRAKE COCK’.
04.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘RELAY VALVE’.
04.09.1992 Repair ‘TRAIN PIPE (END)’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Repair ‘WHEEL SET’.
04.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
28.04.1993 Repair ‘BRAKE LEVER’.
28.04.1993 Repair ‘BRAKE PULL ROD’.
28.04.1993 Repair ‘END BRAKE COCK’.
28.04.1993 Repair ‘END HOSE’.
28.04.1993 Repair ‘ISOLATING COCK’.
28.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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28.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1993 Repair ‘TRAIN PIPE (END)’.
28.04.1993 Repair ‘TRAIN PIPE’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.05.1993 Repair ‘HANDRAILS END’.
19.05.1993 Repair ‘STEP’.
19.05.1993 Repair ‘TRAIN PIPE (END)’.
19.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘TRAIN PIPE’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1994 Repair ‘BRAKE BLOCK RB95’.
12.03.1994 Repair ‘BRAKE PULL ROD’.
12.03.1994 Repair ‘BRANCH PIPE’.
12.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2209 M’
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKNF 2209 M’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKNF 2210

Details: wagon ‘RKNF 2210 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 25m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 14.10.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 16.12.1995
Last Brake Cylinder: 17.06.1993
Last Single Car Test: 20.12.1993
Last Lift: 30.06.1982

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY AFNY TO AKNF - REFER RS4231
(RS3028)’. New class: ‘AKNF’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘BRAKE LEVER’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Repair ‘TRAIN PIPE’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Repair ‘TRAIN PIPE’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.11.1989 Repair ‘END HOSE’.
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22.11.1989 Repair ‘TRAIN PIPE (END)’.
22.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1990 Repair ‘CENTRE SILL’.
02.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1990 Repair ‘STANCHION’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2210 X’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRAKE PULL ROD’.
06.06.1990 Repair ‘BRANCH PIPE’.
06.06.1990 Repair ‘END BRAKE COCK’.
06.06.1990 Repair ‘END HOSE’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE COMPLETE’.
18.09.1990 Repair ‘BRAKE PULL ROD’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2210 X’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘END BRAKE COCK’.
25.07.1991 Repair ‘END HOSE’.
25.07.1991 Repair ‘TOP CENTRE PLATE’.
25.07.1991 Repair ‘TRAIN PIPE (END)’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BEARINGS’.
02.08.1991 Repair ‘END BRAKE COCK’.
02.08.1991 Repair ‘TRAIN PIPE’.
02.08.1991 Repair ‘WEAR PLATES & SADDLES’.
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02.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKNF 2210 X’

09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘VEHICLE COMPLETE’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2210 X’
10.10.1991 Alteration ‘DUE TO THE FITTING OF STANCHIONS, RETARE ALL 10 NO.

‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF. (RS4644)’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BODY COMPLETE’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘BRAKE LEVER’.
16.06.1993 Repair ‘BRAKE PULL ROD’.
16.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1993 Repair ‘BRANCH PIPE’.
16.06.1993 Repair ‘END HOSE’.
16.06.1993 Repair ‘ISOLATING COCK’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘TRAIN PIPE (END)’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BRAKE PULL ROD’.
18.12.1993 Repair ‘END BOARDS’.
18.12.1993 Repair ‘TRAIN PIPE (END)’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKNF 2210 X’
24.08.1994 Repair ‘VEHICLE RECLASSIFY’.
24.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2210 X’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
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17.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.

RKNF 2211

Details: wagon ‘RKNF 2211 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25m
Tare Weight: 30.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11690
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 164
Date Built: 30.10.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKNF
BSG Code: FSKI

Capacity of 46 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 03.08.1996
Due Triple Valve: 26.08.1989
Last Brake Cylinder: 29.10.1990
Last Single Car Test: 07.01.1994
Last Lift: 11.04.1983

24.11.1986 Alteration complete ‘MODIFY BEARERS AND STANCHION POCKETS FOR
BHP STEEL TRAFFIC. RECLASSIFY WAGONS TO ‘AKNY’ BUT RETAIN SAME
NUMBERS. AFNY 2202 - 2211. (RS4169)’.

14.01.1988 Alteration complete ‘RECLASSIFY AKNY TO AKNF - REFER RS4231
(RS3002)’. New class: ‘AKNF’.

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘STANCHION’.
02.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.10.1990 Repair ‘BRAKE PULL ROD’.
24.10.1990 Repair ‘END BOARDS’.
24.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1990 Repair ‘STANCHION’.
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24.10.1990 Repair ‘TOP CENTRE PLATE’.
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
16.11.1990 Alteration complete ‘COVER GAPS IN DECKS OF ALL ‘AKNF/AKNY’

WAGONS AS SHOWN ON SCHEME NO.1614 (RS4554)’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘END BRAKE COCK’.
22.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1991 Repair ‘HANDBRAKE HANDLE’.
22.08.1991 Repair ‘TRAIN PIPE (END)’.
22.08.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
22.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2211 R’
23.08.1991 Repair ‘STANCHION’.
23.08.1991 Repair ‘STANCHION’.
23.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2211 R’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1991 Repair ‘END BRAKE COCK’.
28.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1991 Repair ‘ISOLATING COCK’.
28.08.1991 Repair ‘TRAIN PIPE’.
28.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2211 R’
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE STENCILS’.
30.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKNF 2211 R’
10.10.1991 Alteration complete ‘DUE TO THE FITTING OF STANCHIONS, RETARE

ALL 10 NO. ‘AKNF’ WAGONS AND STENCIL NEW TARE ACCORDINGLY. AKNF.
(RS4644)’.

09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘BRAKE PULL ROD’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘END BRAKE COCK’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘VEHICLE RETARE’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2211 R’
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01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKNF 2211 R’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE CONTROL PIPE’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Repair ‘TRAIN PIPE (END)’.
30.07.1992 Repair ‘VEHICLE COMPLETE’.
30.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Repair ‘STANCHION’.
13.11.1992 Repair ‘TRAIN PIPE (END)’.
13.11.1992 Repair ‘WHEEL SET’.
13.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.03.1993 Repair ‘BRAKE LEVER’.
19.03.1993 Repair ‘BRAKE PULL ROD’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘BRAKE PULL ROD’.
07.01.1994 Repair ‘TRAIN PIPE (END)’.
07.01.1994 Repair ‘UNDERFRAME COMPLETE’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKNF’ STEEL WAGONS TO ‘RKNF‘.

(NRC057)’. New class: ‘RKNF’.
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKNF 2211 R’
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

2.665 Wagon classification starting with ‘RKO’

RKOX 4

Details: wagon ‘RKOX 4 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.12.1968
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 29.02.1996
Due Triple Valve: 01.12.1997
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 10.12.1993
Last Lift: 21.12.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
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13.07.1989 Repair ‘END HOSE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Repair ‘WEAR PLATES & SADDLES’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4 Q’
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4 Q’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘END BRAKE COCK’.
02.10.1989 Repair ‘END HOSE’.
02.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘RELAY VALVE’.
19.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘HANDRAILS END’.
03.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4 Q’
10.06.1990 Repair ‘HANDRAILS END’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4 Q’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘BRANCH PIPE’.
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘EMPTY LOAD VALVE’.
28.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4 Q’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘TOP CENTRE PLATE’.
17.09.1991 Repair ‘TRAIN PIPE (END)’.
17.09.1991 Repair ‘YOKE COMPLETE’.
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘END BRAKE COCK’.
05.04.1993 Repair ‘END HOSE’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘SIDE STEP’.
05.04.1993 Repair ‘TRAIN PIPE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
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05.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARERS’.
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘END COMPLETE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4 Q’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BRAKE PULL ROD’.
15.10.1993 Repair ‘SIDE BEARER’.
15.10.1993 Repair ‘TOP CENTRE PLATE’.
15.10.1993 Repair ‘VEHICLE COMPLETE’.
15.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 4 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon ‘AKOX 4 Q’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 9

Details: wagon ‘RKOX 9 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 10.11.1995
Due Triple Valve: 01.12.1997
Last Brake Cylinder: 02.07.1991
Last Single Car Test: 13.08.1993
Last Lift: 21.12.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 9 P’
07.09.1989 Repair ‘HANDRAILS END’.
07.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 9 P’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 9 P’
21.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 9 P’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.07.1991 Repair ‘HANDRAILS END’.
02.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 9 P’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘ISOLATING COCK’.
24.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 9 P’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER COMPLETE’.
20.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 9 P’
01.10.1992 Repair ‘END BRAKE COCK’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 9 P’
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20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

05.01.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AKOX 9 P’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE PULL ROD’.
12.08.1993 Repair ‘BRANCH PIPE’.
12.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘END BRAKE COCK’.
12.08.1993 Repair ‘END HOSE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1993 Repair ‘HANDBRAKE HANDLE’.
12.08.1993 Repair ‘HANDRAILS’.
12.08.1993 Repair ‘HANDRAILS END’.
12.08.1993 Repair ‘SIDE BEARER’.
12.08.1993 Repair ‘STANCHION’.
12.08.1993 Repair ‘STANCHION’.
12.08.1993 Repair ‘STEP’.
12.08.1993 Repair ‘TRAIN PIPE (END)’.
12.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 9 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 9 P’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
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RKOX 15

Details: wagon ‘RKOX 15 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.05.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 21.08.1996
Last Triple Valve: 09.03.1992
Last Brake Cylinder: 09.03.1992
Last Single Car Test: 30.03.1993

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 15 K’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB101’.
28.05.1990 Repair ‘BRAKE PULL ROD’.
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1990 Repair ‘TRAIN PIPE’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘BRAKE LEVER’.
22.08.1990 Repair ‘BRAKE PULL ROD’.
22.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1990 Repair ‘TRAIN PIPE’.
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22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 15 K’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE COMPLETE’.
02.11.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Repair ‘BRAKE LEVER’.
02.11.1990 Repair ‘COUPLER COMPLETE’.
02.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1990 Repair ‘DRAFT GEAR POCKET’.
02.11.1990 Repair ‘EMPTY LOAD VALVE’.
02.11.1990 Repair ‘HANDRAILS END’.
02.11.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1990 Repair ‘YOKE COMPLETE’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
24.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRAKE PULL ROD’.
27.02.1991 Repair ‘BRANCH PIPE’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Repair ‘TRAIN PIPE (END)’.
15.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
05.06.1991 Repair ‘HANDRAILS’.
05.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
02.07.1991 Repair ‘HANDRAILS’.
02.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘BRAKE PULL ROD’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1991 Repair ‘TRAIN PIPE (END)’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
26.09.1991 Repair ‘STEP’.
26.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 15 K’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘BRAKE PULL ROD’.
05.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1992 Repair ‘COUPLER COMPLETE’.
05.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1992 Repair ‘RELAY VALVE’.
05.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
16.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1992 Repair ‘END HOSE’.
16.05.1992 Repair ‘TRAIN PIPE (END)’.
16.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 15 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BRAKE LEVER’.
08.03.1993 Repair ‘END BRAKE COCK’.
08.03.1993 Repair ‘STEP’.
08.03.1993 Repair ‘STRIKING CASTING’.
08.03.1993 Repair ‘VEHICLE COMPLETE’.
08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BEARERS’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
03.06.1993 Repair ‘END COMPLETE’.
03.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 15 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 15 K’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 18

Details: wagon ‘RKOX 18 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 05.07.1996
Due Triple Valve: 07.07.1994
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 07.07.1993
Last Lift: 01.07.1983

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRANCH PIPE’.
10.07.1989 Repair ‘HANDBRAKE HANDLE’.
10.07.1989 Repair ‘TRAIN PIPE (END)’.
10.07.1989 Repair ‘TRAIN PIPE’.
10.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 18 Y’
30.03.1990 Repair ‘EMPTY LOAD VALVE’.

13853



2. TIMS GROUP INFORMATION - WAGONS

30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 18 Y’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘HANDRAILS’.
04.01.1991 Repair ‘STEP’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 18 Y’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BRANCH PIPE’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘END BRAKE COCK’.
25.01.1991 Repair ‘END HOSE’.
25.01.1991 Repair ‘GRADE CONTROL VALVE’.
25.01.1991 Repair ‘TRAIN PIPE (END)’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 18 Y’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘TRAIN PIPE’.
24.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKOX 18 Y’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 18 Y’
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 18 Y’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Repair ‘TRAIN PIPE’.
15.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 18 Y’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘TOP CENTRE PLATE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKOX 18 Y’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘TRAIN PIPE’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 18 Y’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 18 Y’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1993 Repair ‘BRAKE PULL ROD’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 18 Y’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 18 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AKOX 18 Y’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 22

Details: wagon ‘RKOX 22 X’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.10.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.06.1995
Last Brake Cylinder: 01.08.1991
Last Single Car Test: 15.04.1994
Last Lift: 27.05.1983

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘COUPLER COMPLETE’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
06.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘HANDBRAKE HANDLE’.
06.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
06.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘NYLON HOSE’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
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21.02.1991 Repair ‘TRAIN PIPE’.
21.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 22 Y’
07.03.1991 Repair ‘STANCHION’.
07.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
23.04.1991 Repair ‘TRAIN PIPE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 22 Y’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1991 Repair ‘STANCHION’.
30.07.1991 Repair ‘UNDERFRAME COMPLETE’.
30.07.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 22 Y’
28.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 22 Y’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘CARD OR CLIP HOLDER’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.03.1994 Repair ‘EMPTY LOAD VALVE’.
08.03.1994 Repair ‘END BRAKE COCK’.
08.03.1994 Repair ‘END HOSE’.
08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘HANDBRAKE HANDLE’.
08.03.1994 Repair ‘SIDE BEARER’.
08.03.1994 Repair ‘TRAIN PIPE’.
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08.03.1994 Repair ‘YOKE COMPLETE’.
08.03.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 22 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
29.06.1994 Repair ‘VEHICLE RECLASSIFY’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 22 Y’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKOX 24

Details: wagon ‘RKOX 24 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.03.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 02.09.1996
Due Triple Valve: 01.09.1988
Last Single Car Test: 27.08.1993
Last Lift: 26.11.1987

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.08.1989 Repair ‘END HOSE’.
15.08.1989 Repair ‘HANDRAILS END’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 24 J’
29.09.1989 Repair ‘HANDRAILS END’.
29.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 24 J’
22.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 24 J’
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 24 J’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 24 J’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1990 Repair ‘TOP CENTRE PLATE’.
06.04.1990 Repair ‘YOKE CARRIER’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 24 J’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE SPRING’.
11.12.1990 Repair ‘VEHICLE RECLASSIFY’.
11.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 24 J’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKOX 24 J’
17.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 24 J’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘END COMPLETE’.
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25.08.1993 Repair ‘END HOSE’.
25.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1993 Repair ‘HANDBRAKE HANDLE’.
25.08.1993 Repair ‘HANDRAILS END’.
25.08.1993 Repair ‘SIDE BEARER’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘STEP’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Repair ‘WEAR PLATES & SADDLES’.
25.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 24 J’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AKOX 24 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKOX 24 J’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 26

Details: wagon ‘RKOX 26 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 28.08.1996
Due Triple Valve: 01.11.1991
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 10.12.1993
Last Lift: 19.12.1986

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 26 E’
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 26 E’
27.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1990 Repair ‘HANDRAILS END’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘HANDRAILS END’.
07.11.1990 Repair ‘TRAIN PIPE (END)’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AKOX 26 E’
07.05.1991 Repair ‘STANCHION’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
14.05.1991 Repair ‘HANDRAILS’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 26 E’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.07.1991 Repair ‘TRAIN PIPE (END)’.
23.07.1991 Repair ‘TRAIN PIPE’.
23.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘CENTRE SILL’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘TRAIN PIPE’.
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘GRADE CONTROL VALVE’.
25.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘END BRAKE COCK’.
23.08.1993 Repair ‘END COMPLETE’.
23.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Repair ‘HANDBRAKE HANDLE’.
23.08.1993 Repair ‘HANDRAILS’.
23.08.1993 Repair ‘HANDRAILS END’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘SIDE BEARER’.
23.08.1993 Repair ‘STANCHION’.
23.08.1993 Repair ‘STANCHION’.
23.08.1993 Repair ‘STEP’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 26 E’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.10.1993 Repair ‘BRAKE CONTROL PIPE’.
15.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
20.11.1993 Repair ‘HANDRAILS END’.
20.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 26 E’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE CONTROL PIPE’.
09.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 26 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
18.07.1994 Repair ‘VEHICLE RECLASSIFY’.
18.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 26 E’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 28

Details: wagon ‘RKOX 28 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.04.1975
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 02.09.1995
Last Brake Cylinder: 07.08.1991
Last Single Car Test: 07.02.1994
Last Lift: 01.10.1981

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

15.10.1989 Repair ‘STEP’.
15.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 28 W’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
19.03.1990 Repair ‘COUPLER COMPLETE’.
19.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1990 Repair ‘TOP CENTRE PLATE’.
19.03.1990 Repair ‘TRAIN PIPE’.
19.03.1990 Repair ‘YOKE COMPLETE’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 28 W’
21.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 28 W’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 28 W’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BRAKE PULL ROD’.
05.08.1991 Repair ‘END BRAKE COCK’.
05.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1991 Repair ‘SIDE STEP’.
05.08.1991 Repair ‘STANCHION’.
05.08.1991 Repair ‘STEP’.
05.08.1991 Repair ‘TRAIN PIPE (END)’.
05.08.1991 Repair ‘TRAIN PIPE’.
05.08.1991 Repair ‘UNDERFRAME COMPLETE’.
05.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 28 W’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE COMPLETE’.
08.11.1991 Repair ‘COUPLER COMPLETE’.
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08.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1991 Repair ‘TRAIN PIPE (END)’.
08.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 28 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 28 W’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1993 Repair ‘BRAKE LEVER’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.03.1993 Repair ‘TOP CENTRE PLATE’.
23.03.1993 Repair ‘TRAIN PIPE’.
23.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 28 W’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘HANDRAILS’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 28 W’
13.07.1993 Repair ‘TRAIN PIPE (END)’.
13.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 28 W’
24.07.1993 Repair ‘SIDE STEP’.
24.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 28 W’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘BRAKE PULL ROD’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘END BRAKE COCK’.
20.08.1993 Repair ‘END COMPLETE’.
20.08.1993 Repair ‘END HOSE’.
20.08.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘HANDBRAKE HANDLE’.
20.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1993 Repair ‘SIDE BEARER’.
20.08.1993 Repair ‘TRAIN PIPE (END)’.
20.08.1993 Repair ‘TRAIN PIPE’.
20.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘AKOX 28 W’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRAKE CONTROL PIPE’.
05.02.1994 Repair ‘END BRAKE COCK’.
05.02.1994 Repair ‘END HOSE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 28 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 28 W’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKOX 28 W’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKOX 391

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 391 W’
04.07.1995 Reclassified from wagon ‘RKOX 391 H’ to ’ wagon ‘RKLX 391 V’.

RKOX 1986

Details: wagon ‘RKOX 1986 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
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Date Built: 20.11.1968
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.05.1996
Last Brake Cylinder: 03.09.1993
Last Single Car Test: 03.09.1993
Last Lift: 15.04.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 1986 G’
01.11.1989 Repair ‘VEHICLE COMPLETE’.
01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
01.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 1986 G’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE PIN’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 1986 G’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘END BRAKE COCK’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘WHEEL SET’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 1986 G’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘END HOSE’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘ISOLATING COCK’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.08.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1990 Repair ‘TRAIN PIPE’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 1986 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.12.1990 Repair ‘BODY COMPLETE’.
18.12.1990 Repair ‘VEHICLE RECLASSIFY’.
18.12.1990 Repair ‘VEHICLE RETARE’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 1986 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1993 Repair ‘BRAKE LEVER’.
03.04.1993 Repair ‘BRAKE PULL ROD’.
03.04.1993 Repair ‘COUPLER COMPLETE’.
03.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1993 Repair ‘TRAIN PIPE (END)’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 1986 G’
08.04.1993 Repair ‘HANDRAILS END’.
08.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 1986 G’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘END BRAKE COCK’.
02.09.1993 Repair ‘END COMPLETE’.
02.09.1993 Repair ‘END HOSE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘HANDBRAKE HANDLE’.
02.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘SIDE BEARER’.
02.09.1993 Repair ‘TRAIN PIPE (END)’.
02.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 1986 G’
13.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 1986 G’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
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02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKOX 1986 G’

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.
(NRC058)’. New class: ‘RKOX’.

17.07.1994 Repair ‘VEHICLE RECLASSIFY’.
17.07.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AKOX 1986 G’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 2175

Details: wagon ‘RKOX 2175 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.06.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 31.05.1996
Last Triple Valve: 12.09.1988
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 06.04.1993
Last Lift: 25.03.1982
Cont Max Slots: 3

09.07.1989 Repair ‘STEP’.
09.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2175 X’
26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2175 X’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘DOOR HINGES AND PINS’.
22.11.1989 Repair ‘END BRAKE COCK’.
22.11.1989 Repair ‘HANDRAILS END’.
22.11.1989 Repair ‘TRAIN PIPE (END)’.
22.11.1989 Repair ‘TRAIN PIPE’.
22.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 2175 X’
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘STANCHION’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2175 X’
03.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2175 X’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.06.1990 Repair ‘DOOR COMPLETE’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 2175 X’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘TRAIN PIPE (END)’.
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2175 X’
21.11.1990 Repair ‘DOOR COMPLETE’.
21.11.1990 Repair ‘SIDE COMPLETE’.
21.11.1990 Repair ‘VEHICLE RECLASSIFY’.
21.11.1990 Repair ‘VEHICLE RETARE’.
21.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 2175 X’
19.12.1990 Repair ‘VEHICLE COMPLETE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 2175 X’
24.01.1991 Repair ‘BODY COMPLETE’.
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24.01.1991 Repair ‘VEHICLE RETARE’.
24.01.1991 Repair ‘VEHICLE STENCILS’.
24.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 2175 X’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
03.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 2175 X’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘BRAKE LEVER’.
24.03.1993 Repair ‘VEHICLE COMPLETE’.
24.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2175 X’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2175 X’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘TRAIN PIPE’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 2175 X’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARERS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘END COMPLETE’.
08.06.1993 Repair ‘END HOSE’.
08.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 2175 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2175 X’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 2631

Details: wagon ‘RKOX 2631 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.04.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.07.1996
Last Single Car Test: 27.09.1993
Last Lift: 24.09.1982

11.12.1989 Repair ‘STEP’.
11.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2631 V’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘END HOSE’.
18.12.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Repair ‘TRAIN PIPE’.
18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.02.1990 Repair ‘BOGIE COMPLETE’.
22.02.1990 Repair ‘DOOR COMPLETE’.
22.02.1990 Repair ‘HANDRAILS END’.
22.02.1990 Repair ‘SIDE BEARER’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
10.07.1990 Repair ‘STANCHION’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE RECLASSIFY’.
13.09.1990 Repair ‘VEHICLE RETARE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
13.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 2631 V’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BRAKE PULL ROD’.
22.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 2631 V’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2631 V’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE CONTROL PIPE’.
12.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘BRAKE CONTROL PIPE’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
29.09.1993 Repair ‘STEP’.
29.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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29.09.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AKOX 2631 V’
09.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2631 V’
21.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2631 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 2631 V’
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 2631 V’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4000

Details: wagon ‘RKOX 4000 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.09.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.08.1996
Last Brake Cylinder: 05.09.1988
Last Single Car Test: 19.08.1993
Last Lift: 11.06.1985

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Repair ‘VEHICLE STENCILS’.
04.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4000 E’
18.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4000 E’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE PULL ROD’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘TRAIN PIPE (END)’.
14.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘COUPLER COMPLETE’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.10.1990 Repair ‘WEAR PLATES & SADDLES’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
15.10.1990 Repair ‘BODY COMPLETE’.
15.10.1990 Repair ‘VEHICLE RECLASSIFY’.
15.10.1990 Repair ‘VEHICLE RETARE’.
15.10.1990 Repair ‘VEHICLE STENCILS’.
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15.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKOX 4000 E’

04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘AXLEBOX’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE PULL ROD’.
26.02.1991 Repair ‘TRAIN PIPE (END)’.
26.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
11.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4000 E’
13.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4000 E’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4000 E’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BRANCH PIPE’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘BRAKE LEVER’.
11.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1992 Repair ‘TRAIN PIPE (END)’.
11.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BRAKE CONTROL PIPE’.
06.11.1992 Repair ‘BRAKE LEVER’.
06.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1992 Repair ‘RELAY VALVE’.
06.11.1992 Repair ‘TRAIN PIPE (END)’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘BRAKE PULL ROD’.
27.01.1993 Repair ‘END HOSE’.
27.01.1993 Repair ‘SIDE BEARER’.
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27.01.1993 Repair ‘TRAIN PIPE (END)’.
27.01.1993 Repair ‘TRAIN PIPE’.
27.01.1993 Repair ‘VEHICLE COMPLETE’.
27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE LEVER’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘END COMPLETE’.
18.08.1993 Repair ‘END HOSE’.
18.08.1993 Repair ‘GRADE CONTROL VALVE’.
18.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1993 Repair ‘HANDBRAKE HANDLE’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘SIDE BEARER’.
18.08.1993 Repair ‘TRAIN PIPE (END)’.
18.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4000 E’
22.01.1994 Repair ‘HANDRAILS END’.
22.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4000 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4000 E’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4000 E’
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4000 E’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
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20.08.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4012

Details: wagon ‘RKOX 4012 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.09.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 25.07.1996
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 31.05.1993
Last Single Car Test: 26.11.1993
Last Lift: 28.05.1980

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE PULL ROD’.
02.10.1990 Repair ‘END BRAKE COCK’.
02.10.1990 Repair ‘END HOSE’.
02.10.1990 Repair ‘TRAIN PIPE (END)’.
02.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4012 H’
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE RECLASSIFY’.
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10.10.1990 Repair ‘VEHICLE RETARE’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4012 H’
10.09.1991 Repair ‘HANDRAILS END’.
10.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4012 H’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘SIDE BEARER’.
28.01.1992 Repair ‘TOP CENTRE PLATE’.
28.01.1992 Repair ‘TRAIN PIPE (END)’.
28.01.1992 Repair ‘TRAIN PIPE’.
28.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4012 H’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘END BRAKE COCK’.
01.06.1992 Repair ‘TRAIN PIPE (END)’.
01.06.1992 Repair ‘VEHICLE COMPLETE’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4012 H’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BOGIE COMPLETE’.
26.06.1992 Repair ‘BRAKE PULL ROD’.
26.06.1992 Repair ‘BRANCH PIPE’.
26.06.1992 Repair ‘EMPTY LOAD VALVE’.
26.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1992 Repair ‘RELAY VALVE’.
26.06.1992 Repair ‘TRAIN PIPE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4012 H’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1992 Repair ‘VEHICLE STENCILS’.
22.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 4012 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

28.01.1993 Repair ‘HANDRAILS END’.
28.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4012 H’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘BRAKE LEVER’.
28.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1993 Repair ‘TRAIN PIPE (END)’.
28.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4012 H’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK RB95’.
16.08.1993 Repair ‘END COMPLETE’.
16.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1993 Repair ‘SIDE BEARER’.
16.08.1993 Repair ‘TRAIN PIPE’.
16.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4012 H’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BODY COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4012 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4012 H’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4039

Details: wagon ‘RKOX 4039 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m

13880



2.665. Wagon classification starting with ‘RKO’

Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 31.01.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 28.08.1996
Last Brake Cylinder: 08.11.1989
Last Single Car Test: 17.06.1993
Last Lift: 14.08.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Repair ‘VEHICLE RECLASSIFY’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4039 R’
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘STEP’.
07.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4039 R’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘COUPLER COMPLETE’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘GRADE CONTROL VALVE’.
18.07.1990 Repair ‘STEP’.
18.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4039 R’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

23.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4039 R’
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08.11.1990 Repair ‘BODY COMPLETE’.
08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Repair ‘VEHICLE RETARE’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
08.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4039 R’
19.03.1991 Repair ‘END HOSE’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4039 R’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘EMPTY LOAD VALVE’.
28.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘HANDRAILS END’.
28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4039 R’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘SIDE BEARER’.
16.03.1992 Repair ‘TOP CENTRE PLATE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4039 R’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BEARERS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘CENTRE SILL’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4039 R’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4039 R’
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘COUPLER KNUCKLE’.
02.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4039 R’
10.12.1993 Repair ‘STEP’.
10.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4039 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘AKOX 4039 R’

13882



2.665. Wagon classification starting with ‘RKO’

30.07.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4048

Details: wagon ‘RKOX 4048 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.09.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 01.07.1996
Due Triple Valve: 17.12.1996
Last Brake Cylinder: 06.01.1989
Last Single Car Test: 16.12.1993
Last Lift: 17.12.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
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STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

01.12.1989 Repair ‘STEP’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4048 Q’
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE STENCILS’.
09.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4048 Q’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BRANCH PIPE’.
21.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1990 Repair ‘END BRAKE COCK’.
21.03.1990 Repair ‘END HOSE’.
21.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Repair ‘TRAIN PIPE’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4048 Q’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.11.1990 Repair ‘BODY COMPLETE’.
26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Repair ‘VEHICLE RETARE’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4048 Q’
07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1991 Repair ‘COUPLER KNUCKLE’.
07.09.1991 Repair ‘EMPTY LOAD VALVE’.
07.09.1991 Repair ‘END BRAKE COCK’.
07.09.1991 Repair ‘GRADE CONTROL VALVE’.
07.09.1991 Repair ‘HANDRAILS END’.
07.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4048 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BEARERS’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘END COMPLETE’.
13.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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13.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKOX 4048 Q’

15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK OTHER’.
15.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4048 Q’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘END BRAKE COCK’.
14.12.1993 Repair ‘TRAIN PIPE (END)’.
14.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4048 Q’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE LEVER’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.12.1993 Repair ‘YOKE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4048 Q’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4048 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4048 Q’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4052

Details: wagon ‘RKOX 4052 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 10.05.1996
Last Triple Valve: 12.07.1991
Last Brake Cylinder: 19.11.1992
Last Single Car Test: 19.11.1993
Last Lift: 12.05.1983
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

03.11.1989 Repair ‘STEP’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
21.11.1989 Repair ‘VEHICLE COMPLETE’.
21.11.1989 Repair ‘VEHICLE STENCILS’.
21.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4052 Q’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘STEP’.
30.11.1989 Repair ‘TRAIN PIPE (END)’.
30.11.1989 Repair ‘TRAIN PIPE’.
30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4052 Q’
30.07.1990 Repair ‘DOOR HINGES AND PINS’.
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30.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AKOX 4052 Q’

11.04.1991 Repair ‘VEHICLE RECLASSIFY’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4052 Q’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4052 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.01.1993 Repair ‘STEP’.
25.01.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AKOX 4052 Q’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE PULL ROD’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘SIDE BEARER’.
23.07.1993 Repair ‘SIDE STEP’.
23.07.1993 Repair ‘STANCHION’.
23.07.1993 Repair ‘TOP CENTRE PLATE’.
23.07.1993 Repair ‘TRAIN PIPE (END)’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘BRAKE PIN’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘CARD OR CLIP HOLDER’.
02.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1993 Repair ‘END COMPLETE’.
02.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1993 Repair ‘HANDBRAKE HANDLE’.
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02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Repair ‘SIDE BEARER’.
02.08.1993 Repair ‘STANCHION’.
02.08.1993 Repair ‘STEP’.
02.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4052 Q’
12.09.1993 Repair ‘HANDRAILS END’.
12.09.1993 Repair ‘STEP’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4052 Q’
13.09.1993 Alteration complete ‘CONVERT 7 NO. ‘AKPX’ TO ‘AKOX’ BY REMOVING

CENTRE PANEL TO DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. FURTHER CONVERSION FROM ‘AKOX’ TO ‘AKJY’ IN
CONJUNCTION WITH ALTERATION RS4700 AKPX (RS4824)’. New class: ‘AKOX’.

21.09.1993 Repair ‘HANDRAILS END’.
21.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4052 Q’
13.10.1993 Repair ‘HANDRAILS END’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4052 Q’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘EMPTY LOAD VALVE’.
16.11.1993 Repair ‘END COMPLETE’.
16.11.1993 Repair ‘GRADE CONTROL VALVE’.
16.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4052 Q’
18.11.1993 Repair ‘VEHICLE RECLASSIFY’.
18.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4052 Q’
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘HANDRAILS END’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4052 Q’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4052 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKOX 4052 Q’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4055

Details: wagon ‘RKOX 4055 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.03.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 18.04.1996
Last Triple Valve: 07.12.1993
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 07.12.1993
Last Lift: 14.03.1980

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’
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15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘END BRAKE COCK’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4055 U’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Repair ‘VEHICLE RECLASSIFY’.
17.10.1990 Repair ‘VEHICLE RETARE’.
17.10.1990 Repair ‘VEHICLE STENCILS’.
17.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4055 U’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘TRAIN PIPE (END)’.
07.02.1991 Repair ‘TRAIN PIPE’.
07.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4055 U’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4055 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BRAKE CONTROL PIPE’.
23.03.1993 Repair ‘END HOSE’.
23.03.1993 Repair ‘TRAIN PIPE (END)’.
23.03.1993 Repair ‘TRAIN PIPE’.
23.03.1993 Repair ‘VEHICLE COMPLETE’.
23.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4055 U’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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26.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKOX 4055 U’

22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BEARERS’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘END COMPLETE’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4055 U’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘END BRAKE COCK’.
22.11.1993 Repair ‘END HOSE’.
22.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1993 Repair ‘TRAIN PIPE (END)’.
22.11.1993 Repair ‘TRAIN PIPE’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
22.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4055 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4055 U’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
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RKOX 4057

Details: wagon ‘RKOX 4057 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.10.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.04.1996
Last Brake Cylinder: 30.12.1988
Last Single Car Test: 08.02.1994
Last Lift: 21.07.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
24.10.1989 Repair ‘VEHICLE COMPLETE’.
24.10.1989 Repair ‘VEHICLE STENCILS’.
24.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4057 P’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘BRAKE LEVER’.
21.11.1989 Repair ‘COUPLER COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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21.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1989 Repair ‘SIDE BEARER’.
21.11.1989 Repair ‘TOP CENTRE PLATE’.
21.11.1989 Repair ‘TRAIN PIPE (END)’.
21.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BRAKE PULL ROD’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1990 Repair ‘SIDE BEARER’.
21.03.1990 Repair ‘STANCHION’.
21.03.1990 Repair ‘TOP CENTRE PLATE’.
21.03.1990 Repair ‘YOKE COMPLETE’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1990 Repair ‘TRAIN PIPE (END)’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘BRANCH PIPE’.
23.10.1990 Repair ‘END HOSE’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
29.10.1990 Repair ‘BODY COMPLETE’.
29.10.1990 Repair ‘VEHICLE RECLASSIFY’.
29.10.1990 Repair ‘VEHICLE RETARE’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4057 P’
11.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4057 P’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRANCH PIPE’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
02.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AKOX 4057 P’

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1991 Repair ‘HANDBRAKE HANDLE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4057 P’
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘STANCHION’.
13.09.1991 Repair ‘TRAIN PIPE (END)’.
13.09.1991 Repair ‘TRAIN PIPE’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4057 P’
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4057 P’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
29.09.1992 Repair ‘COUPLER KNUCKLE’.
29.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4057 P’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘BRAKE LEVER’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1992 Repair ‘YOKE COMPLETE’.
20.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BEARERS’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘BRAKE PULL ROD’.
15.02.1993 Repair ‘END COMPLETE’.
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15.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4057 P’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BRAKE LEVER’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Repair ‘TRAIN PIPE (END)’.
13.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘TRAIN PIPE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Repair ‘WHEEL SET’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4057 P’
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BODY COMPLETE’.
08.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1994 Repair ‘BOGIE COMPLETE’.
08.02.1994 Repair ‘BOGIE SPRING’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘BRAKE PULL ROD’.
08.02.1994 Repair ‘COUPLER KNUCKLE’.
08.02.1994 Repair ‘TRAIN PIPE (END)’.
08.02.1994 Repair ‘TRAIN PIPE’.
08.02.1994 Repair ‘UNDERFRAME COMPLETE’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4057 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AKOX 4057 P’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

24.04.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4059

Details: wagon ‘RKOX 4059 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.03.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 01.05.1996
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 01.04.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

21.03.1990 Repair ‘COUPLER KNUCKLE’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4059 K’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RECLASSIFY’.
18.10.1990 Repair ‘VEHICLE RETARE’.
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18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4059 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘EMPTY LOAD VALVE’.
30.08.1993 Repair ‘END COMPLETE’.
30.08.1993 Repair ‘GRADE CONTROL VALVE’.
30.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Repair ‘SIDE BEARER’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4059 K’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BOGIE COMPLETE’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘COUPLER COMPLETE’.
04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4059 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4059 K’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4059 K’
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4059 K’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
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22.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4068

Details: wagon ‘RKOX 4068 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.02.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 09.05.1996
Due Triple Valve: 01.08.1988
Last Triple Valve: 30.06.1993
Last Brake Cylinder: 02.08.1991
Last Single Car Test: 02.04.1993
Last Lift: 24.06.1987

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RECLASSIFY’.
18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
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18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKOX 4068 J’

21.05.1991 Repair ‘HANDRAILS END’.
21.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4068 J’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4068 J’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘STANCHION’.
01.08.1991 Repair ‘UNDERFRAME COMPLETE’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 4068 J’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4068 J’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘TRAIN PIPE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4068 J’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BRAKE PULL ROD’.
22.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 4068 J’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE BLOCK RB101’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4068 J’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.06.1993 Repair ‘STEP’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4068 J’
30.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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30.06.1993 Repair ‘STEP’.
30.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4068 J’
14.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4068 J’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4068 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4068 J’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4072

Details: wagon ‘RKOX 4072 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.02.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
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BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 02.07.1996
Due Triple Valve: 11.08.1997
Last Brake Cylinder: 11.11.1993
Last Single Car Test: 11.11.1993
Last Lift: 12.08.1987

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4072 J’
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Repair ‘VEHICLE STENCILS’.
30.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4072 J’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

06.02.1991 Repair ‘VEHICLE RETARE’.
06.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4072 J’
27.06.1991 Repair ‘VEHICLE RECLASSIFY’.
27.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘AKOX 4072 J’
28.06.1991 Repair ‘SIDE COMPLETE’.
28.06.1991 Repair ‘VEHICLE RETARE’.
28.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4072 J’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BEARERS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1993 Repair ‘TOP CENTRE PLATE’.
02.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4072 J’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.
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24.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4072 J’
30.07.1993 Repair ‘END BRAKE COCK’.
30.07.1993 Repair ‘TRAIN PIPE (END)’.
30.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4072 J’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘END BRAKE COCK’.
11.08.1993 Repair ‘END HOSE’.
11.08.1993 Repair ‘TRAIN PIPE (END)’.
11.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4072 J’
21.09.1993 Repair ‘HANDRAILS END’.
21.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4072 J’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1993 Repair ‘TRAIN PIPE’.
08.11.1993 Repair ‘VEHICLE STENCILS’.
08.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKOX 4072 J’
13.03.1994 Repair ‘STEP’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4072 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4072 J’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4074

Details: wagon ‘RKOX 4074 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.11.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 23.04.1996
Due Triple Valve: 06.01.1997
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 19.11.1992
Last Lift: 27.11.1987

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘BRAKE LEVER’.
06.09.1989 Repair ‘TRAIN PIPE (END)’.
06.09.1989 Repair ‘TRAIN PIPE’.
06.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘TRAIN PIPE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘BRAKE PIN’.
31.07.1990 Repair ‘BRAKE PULL ROD’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.
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27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE RECLASSIFY’.
27.09.1990 Repair ‘VEHICLE RETARE’.
27.09.1990 Repair ‘VEHICLE STENCILS’.
27.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4074 E’
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘TRAIN PIPE (END)’.
02.05.1991 Repair ‘TRAIN PIPE’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4074 E’
05.03.1992 Repair ‘HANDRAILS END’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4074 E’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘END BRAKE COCK’.
12.06.1992 Repair ‘END HOSE’.
12.06.1992 Repair ‘TRAIN PIPE’.
12.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
29.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘CARD OR CLIP HOLDER’.
12.10.1992 Repair ‘TRAIN PIPE (END)’.
12.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘BRAKE LEVER’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1992 Repair ‘TOP CENTRE PLATE’.
11.11.1992 Repair ‘TRAIN PIPE (END)’.
11.11.1992 Repair ‘TRAIN PIPE’.
11.11.1992 Repair ‘YOKE COMPLETE’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4074 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BEARERS’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.12.1992 Repair ‘END COMPLETE’.
03.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1992 Repair ‘TOP CENTRE PLATE’.
03.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4074 E’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.05.1993 Repair ‘STEP’.
17.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4074 E’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4074 E’
03.11.1993 Repair ‘STEP’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4074 E’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4074 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKOX 4074 E’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4074 E’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4074 E’
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKOX 4074 E’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4079

Details: wagon ‘RKOX 4079 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.01.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 21.08.1996
Last Triple Valve: 17.12.1991
Last Brake Cylinder: 13.07.1990
Last Single Car Test: 04.08.1993
Last Lift: 23.02.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

07.12.1989 Repair ‘END BRAKE COCK’.
07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4079 D’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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11.07.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘END BRAKE COCK’.
11.07.1990 Repair ‘END HOSE’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Repair ‘TRAIN PIPE’.
11.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4079 D’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘SIDE BEARER’.
26.10.1990 Repair ‘TOP CENTRE PLATE’.
26.10.1990 Repair ‘TRAIN PIPE (END)’.
26.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4079 D’
31.10.1990 Repair ‘BOGIE COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE RECLASSIFY’.
31.10.1990 Repair ‘VEHICLE RETARE’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4079 D’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 4079 D’
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 4079 D’
24.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4079 D’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘EMPTY LOAD VALVE’.
17.12.1991 Repair ‘GRADE CONTROL VALVE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4079 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
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18.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AKOX 4079 D’

16.07.1993 Repair ‘STEP’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4079 D’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE COMPLETE’.
03.08.1993 Repair ‘END COMPLETE’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘TRAIN PIPE’.
03.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4079 D’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘HANDRAILS END’.
21.10.1993 Repair ‘TRAIN PIPE (END)’.
21.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AKOX 4079 D’
16.01.1994 Repair ‘HANDRAILS’.
16.01.1994 Repair ‘HANDRAILS END’.
16.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4079 D’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKOX 4079 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4079 D’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKOX 4079 D’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4090

Details: wagon ‘RKOX 4090 B’ in AN ‘Mainland Division’.
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2.665. Wagon classification starting with ‘RKO’

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.09.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.06.1996
Due Triple Valve: 25.09.1993
Last Brake Cylinder: 25.09.1992
Last Single Car Test: 05.07.1993
Last Lift: 26.02.1979

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

20.07.1989 Repair ‘HANDRAILS END’.
20.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4090 H’
11.01.1990 Repair ‘STEP’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4090 H’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE RECLASSIFY’.
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01.10.1990 Repair ‘VEHICLE RETARE’.
01.10.1990 Repair ‘VEHICLE STENCILS’.
01.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4090 H’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE PULL ROD’.
27.11.1990 Repair ‘END BRAKE COCK’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘SIDE MEMBER’.
27.11.1990 Repair ‘TRAIN PIPE (END)’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
04.11.1991 Repair ‘SIDE STEP’.
04.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4090 H’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘BRAKE PULL ROD’.
22.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.09.1992 Repair ‘EMPTY LOAD VALVE’.
22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1992 Repair ‘RELAY VALVE’.
22.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BEARERS’.
03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘END COMPLETE’.
03.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1993 Repair ‘TRAIN PIPE’.
03.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4090 H’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘COUPLER COMPLETE’.
30.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
30.06.1993 Repair ‘TRAIN PIPE’.
30.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘COUPLER COMPLETE’.
02.07.1993 Repair ‘COUPLER KNUCKLE’.
02.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1993 Repair ‘VEHICLE COMPLETE’.
02.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
15.01.1994 Repair ‘HANDRAILS END’.
15.01.1994 Repair ‘HANDRAILS END’.
15.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4090 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4090 H’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKOX 4090 H’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4095

Details: wagon ‘RKOX 4095 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.09.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 01.04.1996
Last Single Car Test: 11.05.1990
Last Lift: 01.01.1985

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BOGIE WEAR PLATES’.
15.08.1989 Repair ‘COUPLER COMPLETE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4095 G’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘DRAFT GEAR POCKET’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.
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22.10.1990 Repair ‘HANDRAILS END’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
05.11.1990 Repair ‘BODY COMPLETE’.
05.11.1990 Repair ‘VEHICLE RECLASSIFY’.
05.11.1990 Repair ‘VEHICLE RETARE’.
05.11.1990 Repair ‘VEHICLE STENCILS’.
05.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4095 G’
08.11.1990 Repair ‘END BRAKE COCK’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRANCH PIPE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘EMPTY LOAD VALVE’.
25.09.1991 Repair ‘GRADE CONTROL VALVE’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4095 G’
11.09.1992 Repair ‘STEP’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BEARERS’.
03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘END COMPLETE’.
03.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1993 Repair ‘TRAIN PIPE’.
03.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4095 G’
04.01.1994 Repair ‘HANDRAILS END’.
04.01.1994 Repair ‘TRAIN PIPE (END)’.
04.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
17.03.1994 Repair ‘TRAIN PIPE’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4095 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
14.07.1994 Repair ‘VEHICLE RECLASSIFY’.
14.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4095 G’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
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04.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4099

Details: wagon ‘RKOX 4099 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.04.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.07.1996
Due Triple Valve: 24.02.1997
Last Brake Cylinder: 10.09.1991
Last Single Car Test: 26.08.1993
Last Lift: 16.02.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
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‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘END HOSE’.
13.12.1989 Repair ‘STEP’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4099 T’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4099 T’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4099 T’
04.12.1990 Repair ‘STEP’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4099 T’
30.01.1991 Repair ‘HANDRAILS END’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4099 T’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘EMPTY LOAD VALVE’.
10.09.1991 Repair ‘GRADE CONTROL VALVE’.
10.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Repair ‘TRAIN PIPE (END)’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4099 T’
13.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4099 T’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4099 T’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘CARD OR CLIP HOLDER’.
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20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘END BRAKE COCK’.
20.08.1993 Repair ‘END HOSE’.
20.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1993 Repair ‘HANDBRAKE HANDLE’.
20.08.1993 Repair ‘HANDRAILS END’.
20.08.1993 Repair ‘SIDE BEARER’.
20.08.1993 Repair ‘STANCHION’.
20.08.1993 Repair ‘STEP’.
20.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1993 Repair ‘WEAR PLATES & SADDLES’.
20.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4099 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4099 T’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4102

Details: wagon ‘RKOX 4102 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.10.1976
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.02.1996
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 26.08.1993
Last Lift: 10.12.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.08.1989 Repair ‘YOKE COMPLETE’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4102 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

22.09.1990 Repair ‘HANDRAILS’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4102 G’
19.10.1990 Repair ‘BODY COMPLETE’.
19.10.1990 Repair ‘BODY COMPLETE’.
19.10.1990 Repair ‘VEHICLE RECLASSIFY’.
19.10.1990 Repair ‘VEHICLE RETARE’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4102 G’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘BRAKE LEVER’.
05.08.1991 Repair ‘TRAIN PIPE (END)’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4102 G’
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4102 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE PULL ROD’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
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08.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1992 Repair ‘HANDRAILS END’.
08.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1992 Repair ‘TRAIN PIPE (END)’.
08.12.1992 Repair ‘TRAIN PIPE’.
08.12.1992 Repair ‘TRANSOM’.
08.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4102 G’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4102 G’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

14.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4102 G’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB95’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘BRANCH PIPE’.
24.08.1993 Repair ‘CARD OR CLIP HOLDER’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘END BRAKE COCK’.
24.08.1993 Repair ‘END COMPLETE’.
24.08.1993 Repair ‘END HOSE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1993 Repair ‘SIDE BEARER’.
24.08.1993 Repair ‘SIDE STEP’.
24.08.1993 Repair ‘STANCHION’.
24.08.1993 Repair ‘STEP’.
24.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
24.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4102 G’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BRAKE BLOCK RB95’.
10.01.1994 Repair ‘EMPTY LOAD VALVE’.
10.01.1994 Repair ‘GRADE CONTROL VALVE’.
10.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4102 G’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.
(NRC058)’. New class: ‘RKOX’.

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘AKOX 4102 G’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4141

Details: wagon ‘RKOX 4141 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.12.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 04.06.1996
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 26.08.1993

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
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Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRANCH PIPE’.
24.08.1989 Repair ‘END BRAKE COCK’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4141 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

01.11.1990 Repair ‘HANDRAILS END’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4141 G’
05.12.1990 Repair ‘BODY COMPLETE’.
05.12.1990 Repair ‘VEHICLE RECLASSIFY’.
05.12.1990 Repair ‘VEHICLE RETARE’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4141 G’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1991 Repair ‘STEP’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4141 G’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘CARD OR CLIP HOLDER’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1992 Repair ‘TRAIN PIPE (END)’.
14.02.1992 Repair ‘WEAR PLATES & SADDLES’.
14.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4141 G’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE SPRING’.
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘END HOSE’.
20.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4141 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.
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17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BEARERS’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘BRAKE PULL ROD’.
17.04.1993 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘COUPLER KNUCKLE’.
17.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1993 Repair ‘TRAIN PIPE’.
17.04.1993 Repair ‘VEHICLE COMPLETE’.
17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4141 G’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘BRAKE PIN’.
20.08.1993 Repair ‘BRAKE PULL ROD’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘END COMPLETE’.
20.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1993 Repair ‘HANDBRAKE HANDLE’.
20.08.1993 Repair ‘HANDRAILS’.
20.08.1993 Repair ‘HANDRAILS END’.
20.08.1993 Repair ‘SIDE BEARER’.
20.08.1993 Repair ‘STEP’.
20.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1993 Repair ‘WEAR PLATES & SADDLES’.
20.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4141 G’
19.01.1994 Repair ‘HANDRAILS END’.
19.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4141 G’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4141 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AKOX 4141 G’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKOX 4141 G’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4164

Details: wagon ‘RKOX 4164 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.08.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 21.06.1996
Last Triple Valve: 21.05.1993
Last Brake Cylinder: 29.04.1991
Last Single Car Test: 21.05.1993
Last Lift: 29.06.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘END BRAKE COCK’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
22.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4164 D’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
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01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘END BRAKE COCK’.
01.10.1990 Repair ‘TRAIN PIPE (END)’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4164 D’
09.11.1990 Repair ‘BODY COMPLETE’.
09.11.1990 Repair ‘VEHICLE RECLASSIFY’.
09.11.1990 Repair ‘VEHICLE RETARE’.
09.11.1990 Repair ‘VEHICLE STENCILS’.
09.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4164 D’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4164 D’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘END BRAKE COCK’.
18.07.1991 Repair ‘TRAIN PIPE’.
18.07.1991 Repair ‘TRAIN PIPE’.
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 4164 D’
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 4164 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE CONTROL PIPE’.
15.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4164 D’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.05.1993 Repair ‘TRAIN PIPE (END)’.
20.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4164 D’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARERS’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘END COMPLETE’.
02.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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02.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKOX 4164 D’

04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4164 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4164 D’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4164 D’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RKOX 4167

Details: wagon ‘RKOX 4167 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.08.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
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BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.06.1996
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 09.09.1993
Last Lift: 21.08.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.10.1989 Repair ‘DOOR COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4167 H’
25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4167 H’
12.01.1990 Repair ‘COUPLER COMPLETE’.
12.01.1990 Repair ‘DOOR HINGES AND PINS’.
12.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4167 H’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘COUPLER COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4167 H’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

29.10.1990 Repair ‘BODY COMPLETE’.
29.10.1990 Repair ‘VEHICLE RECLASSIFY’.
29.10.1990 Repair ‘VEHICLE RETARE’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4167 H’
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4167 H’
27.11.1990 Repair ‘STEP’.
27.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4167 H’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKOX 4167 H’
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03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AKOX 4167 H’

06.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4167 H’
16.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4167 H’
04.05.1992 Repair ‘AXLEBOX’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AKOX 4167 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BOGIE COMPLETE’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKOX 4167 H’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRANCH PIPE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Repair ‘END BRAKE COCK’.
03.09.1993 Repair ‘END COMPLETE’.
03.09.1993 Repair ‘GRADE CONTROL VALVE’.
03.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1993 Repair ‘HANDBRAKE HANDLE’.
03.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1993 Repair ‘SIDE BEARER’.
03.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKOX 4167 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOX’ STEEL WAGONS TO ‘RKOX‘.

(NRC058)’. New class: ‘RKOX’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKOX 4167 H’
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKOX 4167 H’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RKOY 2980

04.04.1995 Reclassified from wagon ‘RKOY 2980 C’ to ’ wagon ‘RKWF 2980 T’.

2.666 Wagon classification starting with ‘RKP’

RKPF 30307

Details: wagon ‘RKPF 30307 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKPX 30307 D / RKPX
BSG Code: NXKI

Capacity of 53 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30307 H’

RKPF 30308

Details: wagon ‘RKPF 30308 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NFPX30308C/NKPX30308M / RKPX 30308 Q
BSG Code: NSKI

Capacity of 60 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30308 Q’

RKPF 30309

Details: wagon ‘RKPF 30309 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NFPX30309L/RKPX30309C
BSG Code: NXFZ

Capacity of 53 tonnes

15.07.1995 Repair ‘VEHICLE RECLASSIFY’.
15.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30309 C’
17.07.1995 Repair ‘VEHICLE RECLASSIFY’.

RKPF 30310

Details: wagon ‘RKPF 30310 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKPX 30310 V
BSG Code: NXKZ

Capacity of 53 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30310 V’

RKPF 30311

Details: wagon ‘RKPF 30311 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKPX 30311 H
BSG Code: NXKZ

Capacity of 53 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30311 H’

RKPF 30312

Details: wagon ‘RKPF 30312 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKPX 30312 Q
BSG Code: NXKI

Capacity of 53 tonnes

30.05.1995 Repair ‘VEHICLE RECLASSIFY’.
30.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30312 Q’
11.07.1995 Repair ‘VEHICLE RECLASSIFY’.

RKPF 30313

Details: wagon ‘RKPF 30313 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKPX30313
BSG Code: NXKI

Capacity of 56 tonnes

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30313 C’

RKPF 30314

Details: wagon ‘RKPF 30314 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKPX 30314 L
BSG Code: NSKI

Capacity of 53 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30314 L’

RKPF 30315

Details: wagon ‘RKPF 30315 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NFPX/NKPX30315Q / RKPX 30315 U
BSG Code: NXKZ

Capacity of 50 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30315 U’

RKPF 30317

Details: wagon ‘RKPF 30317 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFPX 30317 B / RKPX 30317 P
BSG Code: NXFZ

Capacity of 51 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30317 P’

RKPF 30318

Details: wagon ‘RKPF 30318 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKPX 30318 B
BSG Code: NXKI

Capacity of 53 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30318 B’

RKPF 30319

Details: wagon ‘RKPF 30319 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NFPX 30319 T / RKPX 30319 K
BSG Code: NXFZ

Capacity of 53 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30319 K’

RKPF 30322

Details: wagon ‘RKPF 30322 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKPX 30322 U / RKPX
BSG Code: NXKI

Capacity of 56 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30322 B’

RKPF 30323

Details: wagon ‘RKPF 30323 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
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Intended Use: STEEL BULK
Remarks: EX NFPX 30323 T/NKPX 30323 G/RKPX30323K
BSG Code: NXKI

Capacity of 60 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30323 K’

RKPF 30324

Details: wagon ‘RKPF 30324 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKPX 30324 T
BSG Code: NXKI

Capacity of 53 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30324 T’

RKPF 30325

Details: wagon ‘RKPF 30325 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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Remarks: EX RKPX 30325 F
BSG Code: NXKI

Capacity of 53 tonnes

30.05.1995 Repair ‘VEHICLE RECLASSIFY’.
30.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30325 F’

RKPF 30326

Details: wagon ‘RKPF 30326 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NFPX30326A/NKPX30326K / RKPX 30326 Y
BSG Code: NXKI

Capacity of 60 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKPX 30326 Y’
17.01.1996 Repair ‘VEHICLE COMPLETE’.

RKPX 30307

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30307 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
04.05.1995 Reclassified from wagon ‘RKPX 30307 H’ to ’ wagon ‘RKPF 30307 E’.

RKPX 30308

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30308 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
10.05.1995 Reclassified from wagon ‘RKPX 30308 Q’ to ’ wagon ‘RKPF 30308 N’.
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RKPX 30309

01.07.1995 Repair ‘VEHICLE RECLASSIFY’.
01.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30309 L’
15.07.1995 Reclassified from wagon ‘RKPX 30309 C’ to ’ wagon ‘RKPF 30309 W’.

RKPX 30310

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30310 R’
30.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
16.04.1995 Reclassified from wagon ‘RKPX 30310 V’ to ’ wagon ‘RKPF 30310 S’.

RKPX 30311

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30311 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
16.04.1995 Reclassified from wagon ‘RKPX 30311 H’ to ’ wagon ‘RKPF 30311 E’.

RKPX 30312

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30312 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
30.05.1995 Reclassified from wagon ‘RKPX 30312 Q’ to ’ wagon ‘RKPF 30312 N’.

RKPX 30313

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30313 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
08.04.1995 Reclassified from wagon ‘RKPX 30313 C’ to ’ wagon ‘RKPF 30313 W’.

RKPX 30314

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30314 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
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16.04.1995 Reclassified from wagon ‘RKPX 30314 L’ to ’ wagon ‘RKPF 30314 X’.

RKPX 30315

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30315 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
10.05.1995 Reclassified from wagon ‘RKPX 30315 U’ to ’ wagon ‘RKPF 30315 R’.

RKPX 30316

Details: wagon ‘RKPX 30316 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFPX 30316 P
BSG Code: NXFZ

Capacity of 55 tonnes

07.06.1995 Repair ‘VEHICLE RECLASSIFY’.
07.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30316 P’

RKPX 30317

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30317 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Reclassified from wagon ‘RKPX 30317 P’ to ’ wagon ‘RKPF 30317 M’.

RKPX 30318

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30318 U’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.
RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.

16.04.1995 Reclassified from wagon ‘RKPX 30318 B’ to ’ wagon ‘RKPF 30318 V’.

RKPX 30319

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NFPX 30319 T’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
10.05.1995 Reclassified from wagon ‘RKPX 30319 K’ to ’ wagon ‘RKPF 30319 H’.

RKPX 30320

Details: wagon ‘RKPX 30320 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKPX 30320 C
BSG Code: NXKZ

Capacity of 53 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30320 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.

RKPX 30322

30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30322 U’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
04.05.1995 Reclassified from wagon ‘RKPX 30322 B’ to ’ wagon ‘RKPF 30322 V’.
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RKPX 30323

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30323 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
10.05.1995 Reclassified from wagon ‘RKPX 30323 K’ to ’ wagon ‘RKPF 30323 H’.

RKPX 30324

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30324 P’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
16.04.1995 Reclassified from wagon ‘RKPX 30324 T’ to ’ wagon ‘RKPF 30324 Q’.

RKPX 30325

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30325 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
30.05.1995 Reclassified from wagon ‘RKPX 30325 F’ to ’ wagon ‘RKPF 30325 C’.

RKPX 30326

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKPX 30326 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 19 NO. NKPX/RKPX STEEL WAGONS.

RECLASSIFY TO ‘RKPF’. (RS4900)’. New class: ‘RKPF’.
10.05.1995 Reclassified from wagon ‘RKPX 30326 Y’ to ’ wagon ‘RKPF 30326 L’.

2.667 Wagon classification starting with ‘RKQ’

RKQF 60226

Details: wagon ‘RKQF 60226 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKQX 60226 V / RKQX 60226 C
BSG Code: NXKI

Capacity of 60 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60226 C’
06.08.1996 Repair ‘VEHICLE COMPLETE’.

RKQF 60227

Details: wagon ‘RKQF 60227 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60227 L
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60227 L’

RKQF 60228

Details: wagon ‘RKQF 60228 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60228 U
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60228 U’

RKQF 60229

Details: wagon ‘RKQF 60229 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60229R;EX NKQX 60229C;X RKQX60229
BSG Code: NXKI

Capacity of 57.4 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60229 G’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60229 G’

RKQF 60230

Details: wagon ‘RKQF 60230 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60230N/NKQX60230V / RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60230 C’
02.10.1995 Repair ‘VEHICLE COMPLETE’.

RKQF 60233

Details: wagon ‘RKQF 60233 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60233 R / NKQX 60233 C /RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60233 G’
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RKQF 60234

Details: wagon ‘RKQF 60234 M’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX 60234 L
BSG Code: NXKI

Capacity of 57.4 tonnes

07.05.1995 Repair ‘VEHICLE RECLASSIFY’.
07.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60234 L’

RKQF 60235

Details: wagon ‘RKQF 60235 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60235 M—EX NKQX 60235 U/RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60235 B’
15.05.1995 Repair ‘VEHICLE COMPLETE’.

RKQF 60236

Details: wagon ‘RKQF 60236 H’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60236 K
BSG Code: NXKI

Capacity of 60 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60236 K’

RKQF 60237

Details: wagon ‘RKQF 60237 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60237 T
BSG Code: NXKI

Capacity of 60 tonnes

13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60237 T’

RKQF 60238

Details: wagon ‘RKQF 60238 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60238 F
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60238 F’

RKQF 60240

Details: wagon ‘RKQF 60240 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60240 K
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60240 K’
03.02.1997 Repair ‘VEHICLE COMPLETE’.

RKQF 60242

Details: wagon ‘RKQF 60242 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60242 Q / NKQX 60242 B / RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60242 F’

RKQF 60243

Details: wagon ‘RKQF 60243 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60243 Y—EX NKQX 60243 K
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60243 Y’

RKQF 60244

Details: wagon ‘RKQF 60244 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60244 A
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60244 A’

RKQF 60247

Details: wagon ‘RKQF 60247 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: X NLJX33867/NQRX60247/NKQX60247RKQX60247
BSG Code: NXKI

Capacity of 57.4 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60247 E’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKQX 60247 E’
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60247 E’
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RKQF 60249

Details: wagon ‘RKQF 60249 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60249;EX NKQX 60249S;X RKQX60249
BSG Code: NXKI

Capacity of 54.7 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60249 W’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60249 W’

RKQF 60250

Details: wagon ‘RKQF 60250 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX RKQX 60250 S
BSG Code: NXKI

Capacity of 60.4 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
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16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKQX 60250 S’

RKQF 60254

Details: wagon ‘RKQF 60254 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60254 X
BSG Code: NXKI

Capacity of 60 tonnes

13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60254 X’

RKQF 60255

Details: wagon ‘RKQF 60255 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60255 R
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60255 R’
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RKQF 60256

Details: wagon ‘RKQF 60256 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.08.1988
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKQX60256
BSG Code: NXKI

Capacity of 57.4 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60256 D’
15.11.1996 Repair ‘VEHICLE COMPLETE’.

RKQF 60257

Details: wagon ‘RKQF 60257 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60257 M
BSG Code: NXKI

Capacity of 60 tonnes

04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60257 M’
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RKQF 60258

Details: wagon ‘RKQF 60258 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX 60258 R / RKQX 60258 V
BSG Code: NXKI

Capacity of 60 tonnes

02.09.1995 Repair ‘VEHICLE RECLASSIFY’.
02.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60258 V’

RKQF 60259

Details: wagon ‘RKQF 60259 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60259 H’
24.07.1995 Repair ‘VEHICLE COMPLETE’.
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RKQF 60260

Details: wagon ‘RKQF 60260 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: RKQX 60260
BSG Code: NXKI

Capacity of 60 tonnes

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60260 D’

RKQF 60263

Details: wagon ‘RKQF 60263 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60263 S / NKQX 60263 D / RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60263 H’
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RKQF 60265

Details: wagon ‘RKQF 60265 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60265 C
BSG Code: NXKI

Capacity of 60 tonnes

02.04.1995 Repair ‘VEHICLE RECLASSIFY’.
02.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60265 C’

RKQF 60267

Details: wagon ‘RKQF 60267 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60267X/NKQX60267Q / RKQX
BSG Code: NXKI

Capacity of 57.4 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60267 U’
26.12.1995 Repair ‘VEHICLE COMPLETE’.
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RKQF 60269

Details: wagon ‘RKQF 60269 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1988
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60269D/NKQX60269L / RKQX 60269 P
BSG Code: NXKI

Capacity of 57.4 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60269 P’

RKQF 60271

Details: wagon ‘RKQF 60271 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKQX60271
BSG Code: NXKI

Capacity of 57.4 tonnes

08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60271 U’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
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RKQF 60272

Details: wagon ‘RKQF 60272 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60272R/NKQX60272C/RKQX60272G
BSG Code: NXKI

Capacity of 57.4 tonnes

27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60272 G’

RKQF 60273

Details: wagon ‘RKQF 60273 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NQFX 60273D;X NKQX 60273L;X RKQX60273
BSG Code: NXKI

Capacity of 57.4 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60273 P’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
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17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60273 P’

RKQF 60274

Details: wagon ‘RKQF 60274 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60274 B
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60274 B’

RKQF 60420

Details: wagon ‘RKQF 60420 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60420 X
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.

13956



2.667. Wagon classification starting with ‘RKQ’

16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RKQX 60420 X’

12.08.1996 Repair ‘VEHICLE COMPLETE’.

RKQF 60423

Details: wagon ‘RKQF 60423 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60423 M
BSG Code: NXKI

Capacity of 60 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60423 M’
29.06.1996 Repair ‘VEHICLE COMPLETE’.

RKQF 60426

Details: wagon ‘RKQF 60426 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKQX 60426 Q
BSG Code: NXKI

Capacity of 60 tonnes
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16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKQX 60426 Q’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

RKQX 60225

Details: wagon ‘RKQX 60225 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60225 E /–NKQX 60225 M
BSG Code: NXKI

Capacity of 57.4 tonnes

03.06.1995 Repair ‘VEHICLE RECLASSIFY’.
03.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60225 M’
03.02.1997 Repair ‘VEHICLE COMPLETE’.

RKQX 60226

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60226 V’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
10.05.1995 Reclassified from wagon ‘RKQX 60226 C’ to ’ wagon ‘RKQF 60226 W’.

RKQX 60227

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60227 H’
16.04.1995 Reclassified from wagon ‘RKQX 60227 L’ to ’ wagon ‘RKQF 60227 X’.

RKQX 60228

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NKQX 60228 Q’

16.04.1995 Reclassified from wagon ‘RKQX 60228 U’ to ’ wagon ‘RKQF 60228 R’.

RKQX 60229

17.10.1996 Reclassified from wagon ‘RKQX 60229 G’ to ’ wagon ‘RKQF 60229 D’.

RKQX 60230

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60230 V’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.05.1995 Reclassified from wagon ‘RKQX 60230 C’ to ’ wagon ‘RKQF 60230 W’.

RKQX 60231

Details: wagon ‘RKQX 60231 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX 60231 H
BSG Code: NXKI

Capacity of 60.4 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60231 H’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60232

Details: wagon ‘RKQX 60232 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: NKQX60232
BSG Code: NXKI

Capacity of 57.4 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60232 Q’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60233

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60233 C’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.05.1995 Reclassified from wagon ‘RKQX 60233 G’ to ’ wagon ‘RKQF 60233 D’.

RKQX 60235

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60235 U’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.05.1995 Reclassified from wagon ‘RKQX 60235 B’ to ’ wagon ‘RKQF 60235 V’.

RKQX 60236

08.10.1994 Repair ‘VEHICLE RECLASSIFY’.
08.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60236 G’
02.04.1995 Reclassified from wagon ‘RKQX 60236 K’ to ’ wagon ‘RKQF 60236 H’.

RKQX 60237

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60237 P’
13.04.1995 Reclassified from wagon ‘RKQX 60237 T’ to ’ wagon ‘RKQF 60237 Q’.
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RKQX 60238

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60238 B’
16.04.1995 Reclassified from wagon ‘RKQX 60238 F’ to ’ wagon ‘RKQF 60238 C’.

RKQX 60239

Details: wagon ‘RKQX 60239 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60239 C—EX NKQX 60239 K
BSG Code: NXKI

Capacity of 57.4 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60239 K’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60240

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60240 G’
16.04.1995 Reclassified from wagon ‘RKQX 60240 K’ to ’ wagon ‘RKQF 60240 H’.

RKQX 60242

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60242 B’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.05.1995 Reclassified from wagon ‘RKQX 60242 F’ to ’ wagon ‘RKQF 60242 C’.
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RKQX 60243

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60243 K’
16.04.1995 Reclassified from wagon ‘RKQX 60243 Y’ to ’ wagon ‘RKQF 60243 L’.

RKQX 60244

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60244 T’
16.04.1995 Reclassified from wagon ‘RKQX 60244 A’ to ’ wagon ‘RKQF 60244 U’.

RKQX 60245

Details: wagon ‘RKQX 60245 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1988
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX 60245 F
BSG Code: NXKI

Capacity of 60 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60245 F’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60246

Details: wagon ‘RKQX 60246 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NLJX33809/NQRX60246/NKQX60246Y
BSG Code: NXKI

Capacity of 57.4 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60246 Y’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60247

17.10.1996 Reclassified from wagon ‘RKQX 60247 E’ to ’ wagon ‘RKQF 60247 B’.

RKQX 60248

Details: wagon ‘RKQX 60248 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: X NKQX60248
BSG Code: NXKI

Capacity of 57.4 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60248 J’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60249

17.10.1996 Reclassified from wagon ‘RKQX 60249 W’ to ’ wagon ‘RKQF 60249 T’.
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RKQX 60250

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60250 Y’
16.04.1995 Reclassified from wagon ‘RKQX 60250 S’ to ’ wagon ‘RKQF 60250 P’.

RKQX 60251

Details: wagon ‘RKQX 60251 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL COIL
Remarks: EX NKQX 60251 A
BSG Code: NXKI

Capacity of 60 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60251 A’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60253

Details: wagon ‘RKQX 60253 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60253K/NKQX60253S
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BSG Code: NXKI

Capacity of 57.4 tonnes

18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60253 S’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60254

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60254 E’
13.04.1995 Reclassified from wagon ‘RKQX 60254 X’ to ’ wagon ‘RKQF 60254 F’.

RKQX 60255

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60255 N’
16.04.1995 Reclassified from wagon ‘RKQX 60255 R’ to ’ wagon ‘RKQF 60255 Y’.

RKQX 60256

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60256 W’
30.04.1995 Reclassified from wagon ‘RKQX 60256 D’ to ’ wagon ‘RKQF 60256 A’.

RKQX 60257

04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60257 X’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.08.1995 Reclassified from wagon ‘RKQX 60257 M’ to ’ wagon ‘RKQF 60257 J’.

RKQX 60258

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60258 R’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
02.09.1995 Reclassified from wagon ‘RKQX 60258 V’ to ’ wagon ‘RKQF 60258 S’.
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RKQX 60259

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60259 D’
30.04.1995 Reclassified from wagon ‘RKQX 60259 H’ to ’ wagon ‘RKQF 60259 E’.

RKQX 60260

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60260 W’
08.04.1995 Reclassified from wagon ‘RKQX 60260 D’ to ’ wagon ‘RKQF 60260 A’.

RKQX 60261

Details: wagon ‘RKQX 60261 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60261 A / NKQX60261
BSG Code: NXKI

Capacity of 57.4 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60261 X’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60262

Details: wagon ‘RKQX 60262 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60262 J—EX RKQX 60262 V
BSG Code: NXKI

Capacity of 57.4 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60262 R’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60263

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60263 D’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.05.1995 Reclassified from wagon ‘RKQX 60263 H’ to ’ wagon ‘RKQF 60263 E’.

RKQX 60264

Details: wagon ‘RKQX 60264 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX 33836
BSG Code: NXKI

Capacity of 57.4 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60264 M’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
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RKQX 60265

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60265 V’
02.04.1995 Reclassified from wagon ‘RKQX 60265 C’ to ’ wagon ‘RKQF 60265 W’.

RKQX 60266

Details: wagon ‘RKQX 60266 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60266W/NKQX60266H
BSG Code: NXKI

Capacity of 57.4 tonnes

04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60266 H’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

RKQX 60267

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60267 Q’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
04.05.1995 Reclassified from wagon ‘RKQX 60267 U’ to ’ wagon ‘RKQF 60267 R’.

RKQX 60268

Details: wagon ‘RKQX 60268 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60268 R; EX NKQX 60268
BSG Code: NXKI

Capacity of 57.4 tonnes

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60268 C’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60269

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60269 L’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
10.05.1995 Reclassified from wagon ‘RKQX 60269 P’ to ’ wagon ‘RKQF 60269 M’.

RKQX 60270

Details: wagon ‘RKQX 60270 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60270W/NKQX60270H
BSG Code: NXKI

Capacity of 57.4 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NKQX 60270 H’

03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE
PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60271

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60271 Q’
08.04.1995 Reclassified from wagon ‘RKQX 60271 U’ to ’ wagon ‘RKQF 60271 R’.

RKQX 60272

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60272 C’
27.04.1995 Reclassified from wagon ‘RKQX 60272 G’ to ’ wagon ‘RKQF 60272 D’.

RKQX 60273

17.10.1996 Reclassified from wagon ‘RKQX 60273 P’ to ’ wagon ‘RKQF 60273 M’.

RKQX 60274

15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60274 U’
16.04.1995 Reclassified from wagon ‘RKQX 60274 B’ to ’ wagon ‘RKQF 60274 V’.

RKQX 60420

19.07.1994 Repair ‘VEHICLE RECLASSIFY’.
19.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60420 E’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Reclassified from wagon ‘RKQX 60420 X’ to ’ wagon ‘RKQF 60420 F’.

RKQX 60421

Details: wagon ‘RKQX 60421 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX60421F/NKQX60421N
BSG Code: NXKI

Capacity of 57.4 tonnes

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60421 N’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60422

Details: wagon ‘RKQX 60422 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX 60422 W
BSG Code: NXKI

Capacity of 60.4 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60422 W’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RKQX 60423

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60423 X’
16.04.1995 Reclassified from wagon ‘RKQX 60423 M’ to ’ wagon ‘RKQF 60423 J’.
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RKQX 60424

Details: wagon ‘RKQX 60424 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRX 60424 J
BSG Code: NXKI

Capacity of 57.4 tonnes

26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60424 R’
03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE

PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.

RKQX 60425

Details: wagon ‘RKQX 60425 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQRY 60425W—-EX NKQX 60425 D
BSG Code: NSKI

Capacity of 57.4 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60425 D’
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03.05.1995 Alteration ‘WAGON TO BE FITTED WITH 14’ LONG SPIGOT CENTRE
PLATES AND 70T BOGIES. RECLASSIFY TO ‘RKQF’. (RS4908)’. New class: ‘RKQF’.

RKQX 60426

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKQX 60426 M’
16.04.1995 Reclassified from wagon ‘RKQX 60426 Q’ to ’ wagon ‘RKQF 60426 N’.

2.668 Wagon classification starting with ‘RKR’

RKRF 1603

Details: wagon ‘RKRF 1603 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 04.08.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1603 & RKRF3227
BSG Code: FSKR

Capacity of 112 tonnes

Fleet Grp Code: UR UZ AE CN CM CP
Return to Service Date: 08.09.1995
Last Brake Cylinder: 15.09.1993
Last Single Car Test: 15.09.1993
Last Lift: 02.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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23.04.1992 Repair ‘BRAKE CONTROL PIPE’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘END HOSE’.
23.04.1992 Repair ‘SIDE BEARER’.
23.04.1992 Repair ‘TRAIN PIPE (END)’.
23.04.1992 Repair ‘TRAIN PIPE’.
23.04.1992 Repair ‘WEAR PLATES & SADDLES’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1603 P’
21.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1603 P’
29.10.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘VEHICLE STENCILS’.
29.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1603 P’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘STANCHION’.
26.11.1992 Repair ‘VEHICLE COMPLETE’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1603 P’
03.12.1992 Repair ‘STANCHION’.
03.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 1603 P’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘END BOARDS’.
14.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘TRAIN PIPE (END)’.
14.09.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1603 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKRF 1603 P’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKRF 1616

Details: wagon ‘RKRF 1616 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 21.08.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1616 & 1597
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UR UZ AE CN CM CP
Return to Service Date: 09.05.1996
Last Triple Valve: 27.04.1992
Last Single Car Test: 08.12.1993
Last Lift: 16.09.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
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24.04.1990 Repair ‘END BRAKE COCK’.
24.04.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRAKE PULL ROD’.
12.12.1990 Repair ‘WHEEL SET’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘VEHICLE RECLASSIFY’.
31.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1992 Repair ‘TRAIN PIPE (END)’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
24.11.1992 Alteration complete ‘MANUFACTURE STANCHION SECURING BRACKET

(ITEM 7 DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A
17MM HOLE THROUGH WEB PLATE OF STANCHION AND SECURE
STANCHION TO SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14
DRG W1-116). AKRF ALL. (RS4749)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE COMPLETE’.
08.01.1993 Repair ‘BRAKE PULL ROD’.
08.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

17.06.1993 Repair ‘END BOARDS’.
17.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
03.08.1993 Repair ‘VEHICLE COMPLETE’.
03.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 1616 E’
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04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE BLOCK RB95’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘END BOARDS’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1616 E’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 1619

Details: wagon ‘RKRF 1619 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $6230
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 28.07.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1619 & 1634
BSG Code: FSKR
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Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UR UZ AE CN CM CP
Return to Service Date: 20.06.1996
Due Triple Valve: 26.11.1994
Last Brake Cylinder: 04.07.1990
Last Single Car Test: 20.01.1994
Last Lift: 30.11.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1989 Repair ‘VEHICLE RECLASSIFY’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1619 X’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1619 X’
03.09.1990 Repair ‘YOKE PIN’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘TRAIN PIPE (END)’.
08.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRANCH PIPE’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
28.04.1992 Repair ‘END BOARDS’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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27.05.1992 Repair ‘TRAIN PIPE (END)’.
27.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
28.05.1992 Repair ‘VEHICLE COMPLETE’.
28.05.1992 Repair ‘VEHICLE STENCILS’.
28.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB95’.
15.07.1992 Repair ‘BRAKE LEVER’.
15.07.1992 Repair ‘END HOSE’.
15.07.1992 Repair ‘TRAIN PIPE (END)’.
15.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.01.1993 Repair ‘VEHICLE COMPLETE’.
04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE CONTROL PIPE’.
04.05.1993 Repair ‘END BOARDS’.
04.05.1993 Repair ‘TRAIN PIPE (END)’.
04.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BRANCH PIPE’.
29.07.1993 Repair ‘TRAIN PIPE (END)’.
29.07.1993 Repair ‘WEAR PLATES & SADDLES’.
29.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
15.10.1993 Repair ‘FLOOR BOARDS’.
15.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
25.10.1993 Repair ‘SIDE BOARDS’.
25.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
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24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.11.1993 Repair ‘UNDERFRAME COMPLETE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘END BOARDS’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1619 X’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 1626

Details: wagon ‘RKRF 1626 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW
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Date Built: 15.03.1996
Operating System: AN
Intended Use: RAIL LENGTHS
BSG Code: FSKR

Capacity of 112 tonnes

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1626 M’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘STEP’.
24.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.01.1991 Repair ‘TRAIN PIPE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKRF 1626 M’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE COMPLETE’.
15.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKRF 1626 M’
24.06.1991 Repair ‘VEHICLE STENCILS’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1626 M’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘END BOARDS’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘BRAKE PULL ROD’.
02.06.1992 Repair ‘VEHICLE COMPLETE’.
02.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.12.1992 Repair ‘END BOARDS’.
19.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1992 Repair ‘TRAIN PIPE (END)’.
19.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1993 Repair ‘VEHICLE COMPLETE’.
28.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BOGIE COMPLETE’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘BRANCH PIPE’.
04.12.1993 Repair ‘END BOARDS’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1626 M’

RKRF 1632

Details: wagon ‘RKRF 1632 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 28.05.1959
Operating System: AN
Intended Use: RAIL LENGTHS
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Remarks: EX AKRF 1632 & 1633
BSG Code: FSKR

Capacity of 112 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 01.04.1996
Due Triple Valve: 03.11.1993
Last Triple Valve: 06.06.1988
Last Brake Cylinder: 31.07.1991
Last Single Car Test: 03.11.1992
Last Lift: 03.12.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1632 H’
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1632 H’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE LEVER’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1632 H’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘EMPTY LOAD VALVE’.
31.07.1991 Repair ‘GRADE CONTROL VALVE’.
31.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Repair ‘WHEEL SET’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1632 H’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘BRAKE CONTROL PIPE’.
20.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.09.1991 Repair ‘END HOSE’.
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20.09.1991 Repair ‘SIDE BEARER’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1632 H’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE LEVER’.
15.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1992 Repair ‘FLOOR BOARDS’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1632 H’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BEARERS’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘END COMPLETE’.
25.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 1632 H’
02.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 1632 H’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.
(NRC060)’. New class: ‘RKRF’.

17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1632 H’
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKRF 1632 H’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
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05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 1635

Details: wagon ‘RKRF 1635 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 23.07.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1635 & 1763
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 17.06.1996
Due Triple Valve: 06.02.1991
Last Brake Cylinder: 01.09.1992
Last Single Car Test: 18.11.1993
Last Lift: 11.11.1982

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.02.1990 Repair ‘TRAIN PIPE’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
11.04.1990 Repair ‘END COMPLETE’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.

13985



2. TIMS GROUP INFORMATION - WAGONS

22.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1635 L’
22.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1990 Repair ‘BOGIE COMPLETE’.
22.12.1990 Repair ‘COUPLER KNUCKLE’.
22.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1635 L’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘BRAKE PULL ROD’.
22.10.1991 Repair ‘END BOARDS’.
22.10.1991 Repair ‘END BRAKE COCK’.
22.10.1991 Repair ‘SIDE BEARER’.
22.10.1991 Repair ‘TRAIN PIPE (END)’.
22.10.1991 Repair ‘WEAR PLATES & SADDLES’.
22.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER COMPLETE’.
08.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1992 Repair ‘TRAIN PIPE (END)’.
08.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE COMPLETE’.
26.08.1992 Repair ‘BRAKE LEVER’.
26.08.1992 Repair ‘BRAKE PULL ROD’.
26.08.1992 Repair ‘COUPLER COMPLETE’.
26.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1992 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘YOKE CARRIER’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
29.09.1992 Repair ‘END BOARDS’.
29.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF
AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1635 L’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1635 L’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 1661

Details: wagon ‘RKRF 1661 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 09.04.1962
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX RKRF 1661 & 1626
BSG Code: FSKR

Capacity of 112 tonnes
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Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 04.07.1996
Last Brake Cylinder: 05.01.1993
Last Single Car Test: 08.12.1993
Last Lift: 30.11.1982

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Repair ‘VEHICLE RECLASSIFY’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1661 W’
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AKRF 1661 W’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘VEHICLE COMPLETE’.
02.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘CARD OR CLIP HOLDER’.
07.10.1992 Repair ‘END BOARDS’.
07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

17.12.1992 Repair ‘END BOARDS’.
17.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1992 Repair ‘BOGIE COMPLETE’.
19.12.1992 Repair ‘BRAKE PULL ROD’.
19.12.1992 Repair ‘BRANCH PIPE’.
19.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1992 Repair ‘SIDE BEARER’.
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19.12.1992 Repair ‘STEP’.
19.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
28.01.1993 Repair ‘VEHICLE COMPLETE’.
28.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘FLOOR BOARDS’.
04.12.1993 Repair ‘RELAY VALVE’.
04.12.1993 Repair ‘TRAIN PIPE (END)’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1661 W’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 1662

Details: wagon ‘RKRF 1662 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 11.04.1961
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1662 & 1666
BSG Code: FSKR

Capacity of 112 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 23.09.1995
Last Triple Valve: 24.02.1988
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 04.02.1994
Last Lift: 04.11.1986

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

15.01.1990 Repair ‘VEHICLE RECLASSIFY’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1662 X’
16.01.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1662 X’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘TOP CENTRE PLATE’.
14.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
17.08.1990 Repair ‘END COMPLETE’.
17.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1662 X’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1992 Repair ‘YOKE FOLLOWER’.
10.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BEARERS’.
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04.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘BRAKE PULL ROD’.
04.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1992 Repair ‘SIDE BEARER’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
03.10.1992 Repair ‘END BOARDS’.
03.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE LEVER’.
02.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.
02.04.1993 Repair ‘WHEEL SET’.
02.04.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘END BOARDS’.
24.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘COUPLER COMPLETE’.
04.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1994 Repair ‘END BOARDS’.
04.02.1994 Repair ‘END BRAKE COCK’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1662 X’
04.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AKRF 1662 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKRF 1662 X’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKRF 1775

Details: wagon ‘RKRF 1775 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 03.01.1964
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1775 & 1750
BSG Code: FSKR

Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 14.06.1996
Due Triple Valve: 03.09.1992
Last Single Car Test: 21.09.1993
Last Lift: 13.08.1987
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09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

24.01.1990 Repair ‘VEHICLE RECLASSIFY’.
24.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 1775 E’
12.04.1990 Repair ‘SIDE COMPLETE’.
12.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BEARERS’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘EMPTY LOAD VALVE’.
01.10.1990 Repair ‘TRAIN PIPE (END)’.
01.10.1990 Repair ‘YOKE COMPLETE’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.09.1991 Repair ‘COUPLER COMPLETE’.
02.09.1991 Repair ‘SIDE BEARER’.
02.09.1991 Repair ‘TOP CENTRE PLATE’.
02.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1775 E’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1775 E’
25.09.1992 Repair ‘END BOARDS’.
25.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
23.11.1992 Repair ‘VEHICLE COMPLETE’.
23.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
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SCHEME 1573. AKRF ALL. (RS4773)’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
05.03.1993 Repair ‘BRANCH PIPE’.
05.03.1993 Repair ‘CARD OR CLIP HOLDER’.
05.03.1993 Repair ‘DRAFT GEAR POCKET’.
05.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.03.1993 Repair ‘SIDE BEARER’.
05.03.1993 Repair ‘YOKE CARRIER’.
05.03.1993 Repair ‘YOKE COMPLETE’.
05.03.1993 Repair ‘YOKE FOLLOWER’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE BEARERS’.
17.09.1993 Repair ‘TOP CENTRE PLATE’.
17.09.1993 Repair ‘TRAIN PIPE’.
17.09.1993 Repair ‘VEHICLE COMPLETE’.
17.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1775 E’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKRF 1775 E’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
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RKRF 1834

Details: wagon ‘RKRF 1834 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 07.10.1965
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 1834 & 1658
BSG Code: FSKR

Capacity of 112 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 14.06.1996
Due Triple Valve: 01.08.1992
Last Single Car Test: 10.02.1994
Last Lift: 18.01.1983

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRY’ WAGONS TO ‘AKRF‘. THIS
ALTERATION FORM CANCELS RS4231 (RS3030) IN RELATION TO ‘AFRY’
WAGONS ONLY. (RS4329)’. New class: ‘AKRF’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘TRAIN PIPE (END)’.
24.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1834 Q’
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1834 Q’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1834 Q’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.08.1991 Repair ‘STEP’.
01.08.1991 Repair ‘WHEEL SET’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 1834 Q’
07.10.1992 Repair ‘END BOARDS’.
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07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKRF 1834 Q’

24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7
DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE PULL ROD’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.01.1993 Repair ‘SIDE BEARER’.
06.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1834 Q’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1994 Repair ‘BRAKE LEVER’.
09.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
09.02.1994 Repair ‘END BOARDS’.
09.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1834 Q’
09.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1834 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 1834 Q’
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKRF 1834 Q’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
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14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 3177

Details: wagon ‘RKRF 3177 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7120
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 01.01.1959
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 3177 & 1600
BSG Code: FSKR

Capacity of 112 tonnes

Fleet Grp Code: AE UR UZ CN CM CP
Return to Service Date: 31.08.1996
Last Brake Cylinder: 09.12.1992
Last Single Car Test: 26.11.1993
Last Lift: 24.03.1983

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE RECLASSIFY’.
28.11.1989 Repair ‘VEHICLE STENCILS’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 3177 P’
03.07.1990 Repair ‘WEAR PLATES & SADDLES’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
31.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1992 Repair ‘END COMPLETE’.
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31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.

26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BEARERS’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1993 Repair ‘TRAIN PIPE’.
08.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 3177 P’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
03.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘BRANCH PIPE’.
23.11.1993 Repair ‘UNDERFRAME COMPLETE’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 3177 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3177 P’
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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08.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKRF 3177 P’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

RKRF 3227

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE LEVER’.
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘COUPLER COMPLETE’.
23.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.04.1992 Repair ‘VEHICLE COMPLETE’.
23.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
29.10.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘VEHICLE STENCILS’.
29.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
24.11.1992 Alteration ‘MANUFACTURE STANCHION SECURING BRACKET (ITEM 7

DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A 17MM
HOLE THROUGH WEB PLATE OF STANCHION AND SECURE STANCHION TO
SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14 DRG W1-116).
AKRF ALL. (RS4749)’.
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26.11.1992 Repair ‘STANCHION’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
02.12.1992 Repair ‘STANCHION’.
02.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
03.12.1992 Repair ‘STANCHION’.
03.12.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 3227 F’
04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING

SCHEME 1573. AKRF ALL. (RS4773)’.
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘BRANCH PIPE’.
14.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3227 F’

RKRF 3262

Details: wagon ‘RKRF 3262 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 28.7m
Tare Weight: 42.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $7660
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 172
Date Built: 13.08.1965
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX AKRF 3262 & 1752
BSG Code: FSKR
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Capacity of 112 tonnes

Corporate ID flag: Y
Fleet Grp Code: UR UZ AE CN CM CP
Return to Service Date: 28.03.1996
Due Triple Valve: 17.02.1994
Last Brake Cylinder: 17.02.1993
Last Single Car Test: 03.09.1993
Last Lift: 08.12.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.09.1988 Alteration complete ‘RECLASSIFY ‘AFRF’ WAGONS TO ‘AKRF‘. (RS4328)’.
New class: ‘AKRF’.

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.
11.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1990 Repair ‘VEHICLE RECLASSIFY’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKRF 3262 P’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BODY COMPLETE’.
23.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
30.01.1991 Repair ‘BOGIE COMPLETE’.
30.01.1991 Repair ‘VEHICLE COMPLETE’.
30.01.1991 Repair ‘VEHICLE STENCILS’.
30.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKRF 3262 P’
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘BRAKE BLOCK RB95’.
31.10.1991 Repair ‘BRAKE PULL ROD’.
31.10.1991 Repair ‘END BOARDS’.
31.10.1991 Repair ‘SIDE SHEET’.
31.10.1991 Repair ‘SIDE SILL’.
31.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
24.11.1992 Alteration complete ‘MANUFACTURE STANCHION SECURING BRACKET

(ITEM 7 DRG W1-116) AND WELD IN POSITION ON FLOOR DECK. PRODUCE A
17MM HOLE THROUGH WEB PLATE OF STANCHION AND SECURE
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STANCHION TO SECURING BRACKET WITH A M16 X 38MM BOLT. (ITEM 14
DRG W1-116). AKRF ALL. (RS4749)’.

04.02.1993 Alteration ‘MODIFY SIDE SILLS IN ACCORDANCE WITH DRAWING
SCHEME 1573. AKRF ALL. (RS4773)’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BOGIE COMPLETE’.
16.02.1993 Repair ‘BRAKE BLOCK RB95’.
16.02.1993 Repair ‘BRAKE PULL ROD’.
16.02.1993 Repair ‘BRANCH PIPE’.
16.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.02.1993 Repair ‘END BOARDS’.
16.02.1993 Repair ‘END BRAKE COCK’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘TRAIN PIPE (END)’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.
16.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
12.05.1993 Alteration ‘STENCIL ON BOTH SIDES ON COUPLED ENDS OF

AKAX,AKDX,AKLF & AKRF RAIL PAIRS ‘MATCHES WITH AKLF—’ (CLASS &
NUMBER OF MATCHING WAGON). REMOVE COUPLE RODS ON CENTRE
COUPLINGS BETWEEN RAIL PAIRS IF NOT ALREADY DONE. AKLF, AKRF,
AKAX, AKDX. (RS4793)’.

16.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AKRF 3262 P’

03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE LEVER’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
03.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
17.11.1993 Repair ‘END BOARDS’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKRF’ STEEL WAGONS TO ‘RKRF‘.

(NRC060)’. New class: ‘RKRF’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKRF 3262 P’
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKRF 3262 P’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.

2.669 Wagon classification starting with ‘RKS’

RKSX 29501

Details: wagon ‘RKSX 29501 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKSX 29501 V
BSG Code: NXZZ

Capacity of 40 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29501 V’

RKSX 29504

Details: wagon ‘RKSX 29504 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKSX 29504 C
BSG Code: NXOZ

Capacity of 60 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29504 C’
05.11.1995 Repair ‘VEHICLE COMPLETE’.

RKSX 29505

Details: wagon ‘RKSX 29505 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKSX 29505
BSG Code: NXZZ

Capacity of 55 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29505 L’

RKSX 29511

Details: wagon ‘RKSX 29511 K’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NZSX29511 N
BSG Code: NXOZ

Capacity of 54 tonnes

28.10.1995 Repair ‘VEHICLE RECLASSIFY’.
28.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29511 G’

RKSX 29522

Details: wagon ‘RKSX 29522 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKSX 29522 A
BSG Code: NXOZ

Capacity of 40 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29522 A’
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RKSX 29523

Details: wagon ‘RKSX 29523 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKSX 29523 J
BSG Code: NXOZ

Capacity of 54 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29523 J’

RKSX 29531

Details: wagon ‘RKSX 29531 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: NKSX 29531
BSG Code: NXZZ

Capacity of 55 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29531 W’

RKSX 29535

Details: wagon ‘RKSX 29535 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NZSX29535T/NKSX29535M
BSG Code: NXOZ

Capacity of 54 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29535 M’

RKSX 29536

Details: wagon ‘RKSX 29536 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NZSX29536F/NKSX29536V
BSG Code: NXZZ

Capacity of 54 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29536 V’

RKSX 29539

Details: wagon ‘RKSX 29539 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NKSX 29539 C
BSG Code: NXOZ

Capacity of 54 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29539 C’
03.04.1995 Repair ‘VEHICLE COMPLETE’.

RKSX 29546

Details: wagon ‘RKSX 29546 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: STEEL ONLY
Remarks: EX NKSX 29546 G
BSG Code: NXOI

Capacity of 40 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKSX 29546 G’
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RKSY 7001

Details: wagon ‘RKSY 7001 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 42.2m
Tare Weight: 39.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 15.02.1994
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Operating System: AN
Intended Use: STEEL SLAB
Remarks: EX AKSY
BSG Code: FSKZ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE CN CM CS
Return to Service Date: 17.08.1996

19.06.1992 Alteration complete ‘MANUFACTURE PROTOTYPE WAGONS TO THE
ISSUED DRAWINGS. WAGONS ARE TO BE 3-PACKS AND MADE FOR
STANDARD AND BROAD GAUGE, 1 OFF EACH. NOTE] THIS ALTERATION
SUPERCEDES RS4658. NOTE] AMENDED 13.5.93 TO INCREASE CENTRESILL
BUCKLING STRENGTH. FIT DEFLECTOR BAR ON END STEPS TO PREVENT
FOULING OF WHEEL FLANGE. SG - AKSY1F & BG - AKSY101M (RS4709)’. New
class: ‘AKSY’.

15.02.1994 Repair ‘VEHICLE RENUMBERED’.
15.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKSY 7001 B’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKSY 7001 B’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AKSY 7001 B’
15.03.1994 Alteration ‘RELOCATE CHAIN HANGERS TO A POSITION ABOVE THE

AXLE CENTRE LINE TO STOP THE CHAIN DRAGGING ON THE AXLE.
RECHECK THE LENGTH OF CHAIN REQUIRED - THESES ARE NEW BRAKES &
BOGIES, THE CHAIN SHOULD BE AT ITS MINIMUM LENGTH. WELD IN
EXTRA GUSSETS AS SHOWN ON ATTACHED DRAWING. GOUGE OUT &
REWELD EXISTING CRACKS IN WELDS AT END STANCHIONS. AKSY - ALL.
(RS4849)’.

01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKSY 7001 B’
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AKSY 7001 B’
27.10.1994 Alteration complete ‘RECLASSIFY ‘AKSY’ TO ‘RKSY’ (NRC065)’. New class:

‘RKSY’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Alteration ‘MODIFY STAUCHION ASSEMBLIES ANJD ADD PRE3SSINGS

AND STIFFENERS AS PER DWG. NO.W1-234REVF W1-237 REVC WAGON
‘RKSY7001S’ (RS4930)’.

29.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE RECLASSIFY’.
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12.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.

RKSY 7002

Details: wagon ‘RKSY 7002 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 42.2m
Tare Weight: 38.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 29.06.1992
Operating System: AN
Intended Use: STEEL SLAB
Remarks: EX AKSY102
BSG Code: FBKZ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE CN CM CS
Return to Service Date: 01.07.1996

19.06.1992 Alteration complete ‘MANUFACTURE PROTOTYPE WAGONS TO THE
ISSUED DRAWINGS. WAGONS ARE TO BE 3-PACKS AND MADE FOR
STANDARD AND BROAD GAUGE, 1 OFF EACH. NOTE] THIS ALTERATION
SUPERCEDES RS4658. NOTE] AMENDED 13.5.93 TO INCREASE CENTRESILL
BUCKLING STRENGTH. FIT DEFLECTOR BAR ON END STEPS TO PREVENT
FOULING OF WHEEL FLANGE. SG - AKSY1F & BG - AKSY101M (RS4709)’. New
class: ‘AKSY’.

15.03.1994 Alteration ‘RELOCATE CHAIN HANGERS TO A POSITION ABOVE THE
AXLE CENTRE LINE TO STOP THE CHAIN DRAGGING ON THE AXLE.
RECHECK THE LENGTH OF CHAIN REQUIRED - THESES ARE NEW BRAKES &
BOGIES, THE CHAIN SHOULD BE AT ITS MINIMUM LENGTH. WELD IN
EXTRA GUSSETS AS SHOWN ON ATTACHED DRAWING. GOUGE OUT &
REWELD EXISTING CRACKS IN WELDS AT END STANCHIONS. AKSY - ALL.
(RS4849)’.

01.07.1996 Repair ‘VEHICLE RECLASSIFY’.
01.07.1996 Repair ‘VEHICLE RENUMBERED’.
01.07.1996 Issued at location ‘Dynon’ with a previous code of wagon ‘AKSY 7002 K’
08.07.1996 Repair ‘VEHICLE RECLASSIFY’.
08.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AKSY 7002 K’
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2.670 Wagon classification starting with ‘RKT’

RKTF 2142

Details: wagon ‘RKTF 2142 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.12.1969
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 03.05.1996
Due Triple Valve: 27.05.1997
Last Triple Valve: 07.07.1993
Last Brake Cylinder: 26.06.1992
Last Single Car Test: 02.03.1994
Last Lift: 27.05.1987

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER COMPLETE’.
21.04.1990 Repair ‘EMPTY LOAD VALVE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1990 Repair ‘VEHICLE RECLASSIFY’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2142 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE BEARINGS’.
13.09.1990 Repair ‘DOOR LOCK MECHANISM’.
13.09.1990 Repair ‘RELAY VALVE’.
13.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2142 Q’
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2142 Q’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘END BRAKE COCK’.
10.12.1990 Repair ‘END HOSE’.
10.12.1990 Repair ‘TRAIN PIPE (END)’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

27.05.1991 Repair ‘DOOR LOCK MECHANISM’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
09.07.1991 Repair ‘DISCHARGE DOOR’.
09.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1991 Repair ‘BRAKE BLOCK RB95’.
07.08.1991 Repair ‘BRAKE PULL ROD’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘DOOR COMPLETE’.
07.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1991 Repair ‘SIDE BEARER’.
07.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
25.06.1992 Repair ‘BOGIE BEARERS’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘END BRAKE COCK’.
25.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1992 Repair ‘TOP CENTRE PLATE’.
25.06.1992 Repair ‘TRAIN PIPE’.
25.06.1992 Repair ‘VEHICLE RECLASSIFY’.
25.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2142 Q’
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21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE BLOCK RB101’.
21.07.1992 Repair ‘BRANCH PIPE’.
21.07.1992 Repair ‘DOOR COMPLETE’.
21.07.1992 Repair ‘TRAIN PIPE (END)’.
21.07.1992 Repair ‘TRAIN PIPE’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.
21.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘COUPLER COMPLETE’.
23.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.11.1992 Repair ‘END HOSE’.
23.11.1992 Repair ‘TRANSOM’.
23.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BRAKE LEVER’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘Jamestown’ with a previous code of wagon

‘RKTY 2142 Q’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK OTHER’.
23.02.1993 Repair ‘BRAKE LEVER’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2142 Q’
17.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1993 Repair ‘BOGIE COMPLETE’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘DOOR LOCK MECHANISM’.
17.04.1993 Repair ‘RELAY VALVE’.
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17.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 2142 Q’

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BRAKE BLOCK RB101’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘END BRAKE COCK’.
26.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1993 Repair ‘TRAIN PIPE (END)’.
26.05.1993 Repair ‘VEHICLE COMPLETE’.
26.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BEARERS’.
06.07.1993 Repair ‘BOGIE COMPLETE’.
06.07.1993 Repair ‘BRAKE LEVER’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1993 Repair ‘DOOR HINGES AND PINS’.
06.07.1993 Repair ‘DOOR OPENING MECHANISM’.
06.07.1993 Repair ‘DOOR OPENING MECHANISM’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘END BRAKE COCK’.
06.07.1993 Repair ‘END COMPLETE’.
06.07.1993 Repair ‘GRADE CONTROL VALVE’.
06.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1993 Repair ‘STEP’.
06.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
06.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2142 Q’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB101’.
04.08.1993 Repair ‘BRAKE LEVER’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1993 Repair ‘TRAIN PIPE (END)’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB101’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘DOOR COMPLETE’.
15.12.1993 Repair ‘DOOR COMPLETE’.
15.12.1993 Repair ‘DOOR HINGES AND PINS’.
15.12.1993 Repair ‘STANCHION’.
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15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1994 Repair ‘BRAKE BLOCK RB101’.
21.01.1994 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘SIDE BEARER’.
21.01.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BRAKE BLOCK OTHER’.
01.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2142 Q’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2142 Q’
19.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2142 Q’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

RKTF 2147

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1989 Repair ‘HANDRAILS END’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2147 P’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘BRANCH PIPE’.
15.01.1990 Repair ‘DOOR LOCK MECHANISM’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2147 P’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘END BRAKE COCK’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2147 P’
04.03.1990 Repair ‘END BRAKE COCK’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2147 P’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘DOOR LOCK MECHANISM’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1990 Repair ‘HANDRAILS END’.
15.03.1990 Repair ‘STANCHION’.
15.03.1990 Repair ‘STEP’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
15.03.1990 Repair ‘VEHICLE RECLASSIFY’.
15.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2147 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.06.1990 Repair ‘STEP’.
26.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2147 P’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRANCH PIPE’.
17.09.1990 Repair ‘CARD OR CLIP HOLDER’.
17.09.1990 Repair ‘DOOR HINGES AND PINS’.
17.09.1990 Repair ‘HANDRAILS END’.
17.09.1990 Repair ‘STEP’.
17.09.1990 Repair ‘WEAR PLATES & SADDLES’.
17.09.1990 Repair ‘WHEEL SET’.
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17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 2147 P’

20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘VEHICLE COMPLETE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2147 P’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BRANCH PIPE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.06.1991 Repair ‘DOOR OPENING MECHANISM’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2147 P’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1991 Repair ‘SIDE BEARER’.
15.11.1991 Repair ‘TOP CENTRE PLATE’.
15.11.1991 Repair ‘TRAIN PIPE (END)’.
15.11.1991 Repair ‘YOKE COMPLETE’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2147 P’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1992 Repair ‘TRAIN PIPE (END)’.
07.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2147 P’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BEARERS’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘END BRAKE COCK’.
11.06.1992 Repair ‘END COMPLETE’.
11.06.1992 Repair ‘GRADE CONTROL VALVE’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1992 Repair ‘TOP CENTRE PLATE’.
11.06.1992 Repair ‘TRAIN PIPE’.
11.06.1992 Repair ‘VEHICLE RECLASSIFY’.
11.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2147 P’
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20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.07.1993 Repair ‘BOGIE BEARERS’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘END BRAKE COCK’.
22.07.1993 Repair ‘END COMPLETE’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘STANCHION’.
22.07.1993 Repair ‘STEP’.
22.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
22.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2147 P’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BRAKE PULL ROD’.
14.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘DOOR COMPLETE’.
14.12.1993 Repair ‘DRAFT GEAR POCKET’.
14.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1993 Repair ‘TRAIN PIPE (END)’.
14.12.1993 Repair ‘TRAIN PIPE’.
14.12.1993 Repair ‘UNDERFRAME COMPLETE’.
14.12.1993 Repair ‘VEHICLE COMPLETE’.
14.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2147 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2147 P’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2147 P’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2147 P’

14018



2.670. Wagon classification starting with ‘RKT’

14.12.1994 Reclassified from wagon ‘RKTF 2147 X’ to ’ wagon ‘RKWF 2147 R’.

RKTF 2163

Details: wagon ‘RKTF 2163 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.03.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 18.01.1996
Due Triple Valve: 01.12.1996
Last Triple Valve: 23.05.1990
Last Brake Cylinder: 09.02.1989
Last Single Car Test: 09.03.1994
Last Lift: 18.12.1986

17.09.1989 Repair ‘STEP’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKTY 2163 S’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.02.1990 Repair ‘DOOR COMPLETE’.
23.02.1990 Repair ‘EMPTY LOAD VALVE’.
23.02.1990 Repair ‘GRADE CONTROL VALVE’.
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23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2163 S’
07.03.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘VEHICLE RECLASSIFY’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2163 S’
14.03.1990 Repair ‘VEHICLE COMPLETE’.
14.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 2163 S’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2163 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2163 S’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BEARERS’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘END COMPLETE’.
23.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1992 Repair ‘TOP CENTRE PLATE’.
23.04.1992 Repair ‘VEHICLE RECLASSIFY’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2163 S’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BRANCH PIPE’.
04.05.1992 Repair ‘DOOR HINGES AND PINS’.
04.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1992 Repair ‘END BRAKE COCK’.
04.05.1992 Repair ‘END HOSE’.
04.05.1992 Repair ‘HANDRAILS END’.
04.05.1992 Repair ‘TRAIN PIPE (END)’.
04.05.1992 Repair ‘TRAIN PIPE’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2163 S’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.
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23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘DOOR OPENING MECHANISM’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘END BRAKE COCK’.
08.07.1993 Repair ‘END COMPLETE’.
08.07.1993 Repair ‘END HOSE’.
08.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1993 Repair ‘STANCHION’.
08.07.1993 Repair ‘STEP’.
08.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1993 Repair ‘WEAR PLATES & SADDLES’.
08.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2163 S’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK OTHER’.
07.03.1994 Repair ‘TRAIN PIPE (END)’.
07.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2163 S’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2163 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKTY 2163 S’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2163 S’
24.06.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.

RKTF 2278

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
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SELECTED. (RS4444)’. New class: ‘AKTX’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘STEP’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AKTY 2278 P’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKTY 2278 P’
08.03.1990 Repair ‘VEHICLE RECLASSIFY’.
08.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKTY 2278 P’
14.03.1990 Repair ‘VEHICLE COMPLETE’.
14.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKTY 2278 P’
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AKTY 2278 P’
12.04.1990 Repair ‘END HOSE’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKTY 2278 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 2278 P’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRANCH PIPE’.
08.02.1991 Repair ‘CARD OR CLIP HOLDER’.
08.02.1991 Repair ‘DOOR OPENING MECHANISM’.
08.02.1991 Repair ‘END HOSE’.
08.02.1991 Repair ‘STANCHION’.
08.02.1991 Repair ‘TRAIN PIPE (END)’.
08.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.02.1991 Repair ‘WEAR PLATES & SADDLES’.
08.02.1991 Repair ‘WHEEL SET’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AKTY 2278 P’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.
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25.06.1991 Repair ‘DOOR LOCK MECHANISM’.
25.06.1991 Repair ‘STANCHION’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 2278 P’
09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 2278 P’
17.10.1991 Repair ‘DOOR HINGES AND PINS’.
17.10.1991 Repair ‘DOOR OPENING MECHANISM’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 2278 P’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BEARERS’.
07.08.1992 Repair ‘BOGIE COMPLETE’.
07.08.1992 Repair ‘END BRAKE COCK’.
07.08.1992 Repair ‘END HOSE’.
07.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1992 Repair ‘SIDE BEARER’.
07.08.1992 Repair ‘TOP CENTRE PLATE’.
07.08.1992 Repair ‘TRAIN PIPE’.
07.08.1992 Repair ‘VEHICLE RECLASSIFY’.
07.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 2278 P’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BEARERS’.
08.04.1993 Repair ‘BOGIE COMPLETE’.
08.04.1993 Repair ‘CENTRE SILL’.
08.04.1993 Repair ‘END COMPLETE’.
08.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 2278 P’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE CONTROL PIPE’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1993 Repair ‘DOOR COMPLETE’.
06.07.1993 Repair ‘DOOR COMPLETE’.
06.07.1993 Repair ‘DOOR HINGES AND PINS’.
06.07.1993 Repair ‘DOOR LOCK MECHANISM’.
06.07.1993 Repair ‘DOOR LOCK MECHANISM’.
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06.07.1993 Repair ‘DOOR OPENING MECHANISM’.
06.07.1993 Repair ‘DOOR OPENING MECHANISM’.
06.07.1993 Repair ‘END BRAKE COCK’.
06.07.1993 Repair ‘END HOSE’.
06.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1993 Repair ‘STANCHION’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
06.07.1993 Repair ‘TRAIN PIPE’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 2278 P’
04.11.1993 Repair ‘CENTRE SILL’.
04.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 2278 P’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘END BRAKE COCK’.
08.11.1993 Repair ‘END HOSE’.
08.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1993 Repair ‘TRAIN PIPE (END)’.
08.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 2278 P’
11.04.1994 Alteration ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘. (NRC061)’.

New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 2278 P’
14.12.1994 Reclassified from wagon ‘RKTF 2278 C’ to ’ wagon ‘RKWF 2278 L’.

RKTF 2304

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘END HOSE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘STANCHION’.
14.11.1989 Repair ‘VEHICLE RECLASSIFY’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2304 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
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2.670. Wagon classification starting with ‘RKT’

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘COUPLER COMPLETE’.
04.09.1990 Repair ‘DOOR COMPLETE’.
04.09.1990 Repair ‘DOOR LOCK MECHANISM’.
04.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1990 Repair ‘HANDRAILS END’.
04.09.1990 Repair ‘HITCH LOCK MECHANISM’.
04.09.1990 Repair ‘YOKE COMPLETE’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
26.09.1990 Repair ‘BOGIE COMPLETE’.
26.09.1990 Repair ‘VEHICLE COMPLETE’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
26.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2304 Q’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Repair ‘VEHICLE COMPLETE’.
19.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
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LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BEARINGS’.
12.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1993 Repair ‘BOGIE COMPLETE’.
12.01.1993 Repair ‘BRAKE PULL ROD’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘DOOR COMPLETE’.
12.01.1993 Repair ‘STEP’.
12.01.1993 Repair ‘TRAIN PIPE (END)’.
12.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BEARERS’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
16.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.06.1993 Repair ‘END COMPLETE’.
16.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.06.1993 Repair ‘STEP’.
16.06.1993 Repair ‘TRAIN PIPE’.
16.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1993 Repair ‘VEHICLE RECLASSIFY’.
16.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2304 Q’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.06.1993 Repair ‘END HOSE’.
25.06.1993 Repair ‘TRAIN PIPE (END)’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKTY 2304 Q’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2304 Q’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.
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30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2304 Q’
16.11.1994 Reclassified from wagon ‘RKTF 2304 J’ to ’ wagon ‘RKWF 2304 S’.

RKTF 2312

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘DOOR LOCK MECHANISM’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘END BRAKE COCK’.
08.07.1989 Repair ‘END HOSE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Repair ‘TRAIN PIPE (END)’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2312 G’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

29.03.1990 Repair ‘VEHICLE RECLASSIFY’.
29.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 2312 G’
10.04.1990 Repair ‘VEHICLE COMPLETE’.
10.04.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 2312 G’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘END HOSE’.
13.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘END BRAKE COCK’.
13.09.1990 Repair ‘END HOSE’.
13.09.1990 Repair ‘ISOLATING COCK’.
13.09.1990 Repair ‘TRAIN PIPE (END)’.

14027



2. TIMS GROUP INFORMATION - WAGONS

13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
14.09.1990 Repair ‘BODY COMPLETE’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
14.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2312 G’
30.04.1991 Repair ‘DOOR HINGES AND PINS’.
30.04.1991 Repair ‘DOOR LOCK MECHANISM’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Repair ‘TRAIN PIPE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BRAKE CONTROL PIPE’.
24.03.1993 Repair ‘END BRAKE COCK’.
24.03.1993 Repair ‘END HOSE’.
24.03.1993 Repair ‘TRAIN PIPE (END)’.
24.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRANCH PIPE’.
30.09.1993 Repair ‘END COMPLETE’.
30.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1993 Repair ‘SIDE BEARER’.
30.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1993 Repair ‘VEHICLE RECLASSIFY’.
30.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2312 G’
05.02.1994 Repair ‘COUPLER COMPLETE’.
05.02.1994 Repair ‘DOOR LOCK MECHANISM’.
05.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
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25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 2312 G’

30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2312 G’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

08.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Reclassified from wagon ‘RKTF 2312 W’ to ’ wagon ‘RKWF 2312 X’.

RKTF 2522

25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2522 F’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘DOOR LOCK MECHANISM’.
21.11.1989 Repair ‘DOOR OPENING MECHANISM’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘STANCHION’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2522 F’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE SPRING’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘VEHICLE RECLASSIFY’.
05.03.1990 Repair ‘VEHICLE STENCILS’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2522 F’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Repair ‘DOOR OPENING MECHANISM’.
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RKTY 2522 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKTY 2522 F’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1990 Repair ‘STEP’.
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15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2522 F’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘END BRAKE COCK’.
18.12.1990 Repair ‘TRAIN PIPE (END)’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2522 F’
24.04.1991 Repair ‘VEHICLE COMPLETE’.
24.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2522 F’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED
UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.09.1993 Repair ‘VEHICLE RECLASSIFY’.
23.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2522 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2522 F’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Reclassified from wagon ‘RKTF 2522 V’ to ’ wagon ‘RKWF 2522 H’.

RKTF 2526

Details: wagon ‘RKTF 2526 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate

14030



2.670. Wagon classification starting with ‘RKT’

Diagram Book Page No.: NS 189
Date Built: 30.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 10.09.1995
Last Triple Valve: 17.03.1993
Last Brake Cylinder: 09.03.1994
Last Single Car Test: 09.03.1994
Last Lift: 01.04.1981

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘END BRAKE COCK’.
17.08.1989 Repair ‘END HOSE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘TRAIN PIPE (END)’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2526 S’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2526 S’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BRAKE LEVER’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘END BRAKE COCK’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1990 Repair ‘TRAIN PIPE (END)’.
26.02.1990 Repair ‘VEHICLE RECLASSIFY’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2526 S’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘END BRAKE COCK’.
11.07.1990 Repair ‘END HOSE’.
11.07.1990 Repair ‘STANCHION’.
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11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2526 S’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2526 S’
29.11.1990 Repair ‘STANCHION’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘DOOR HINGES AND PINS’.
17.10.1991 Repair ‘DOOR LOCK MECHANISM’.
17.10.1991 Repair ‘DOOR OPENING MECHANISM’.
17.10.1991 Repair ‘ISOLATING COCK’.
17.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1991 Repair ‘TRAIN PIPE (END)’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2526 S’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
07.05.1992 Repair ‘BOGIE BEARERS’.
07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2526 S’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘END COMPLETE’.
11.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1992 Repair ‘TOP CENTRE PLATE’.
11.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2526 S’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
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AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB101’.
10.03.1993 Repair ‘BRAKE CONTROL PIPE’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
14.04.1993 Repair ‘STANCHION’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BEARERS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRAKE PULL ROD’.
20.07.1993 Repair ‘DOOR LOCK MECHANISM’.
20.07.1993 Repair ‘DOOR LOCK MECHANISM’.
20.07.1993 Repair ‘END COMPLETE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘ISOLATING COCK’.
20.07.1993 Repair ‘STEP’.
20.07.1993 Repair ‘WEAR PLATES & SADDLES’.
20.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2526 S’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE BLOCK RB101’.
20.09.1993 Repair ‘BRAKE LEVER’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘TRAIN PIPE (END)’.
20.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1994 Repair ‘TRAIN PIPE (END)’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
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18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2526 S’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2526 S’
31.01.1995 Alteration ‘RECLASSIFY RKTF TO RKWF RKTF2526 (NRC071)’. New class:

‘RKWF’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTF 2565

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Repair ‘VEHICLE RECLASSIFY’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2565 S’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

18.01.1991 Repair ‘STANCHION’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2565 S’
26.02.1991 Repair ‘STEP’.
26.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2565 S’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

07.08.1991 Repair ‘STANCHION’.
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07.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 2565 S’

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BEARERS’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘DOOR LOCK MECHANISM’.
23.09.1993 Repair ‘END COMPLETE’.
23.09.1993 Repair ‘GRADE CONTROL VALVE’.
23.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1993 Repair ‘HANDBRAKE HANDLE’.
23.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘SIDE STEP’.
23.09.1993 Repair ‘STEP’.
23.09.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘VEHICLE RECLASSIFY’.
23.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.09.1993 Repair ‘WHEEL SET’.
23.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2565 S’
23.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2565 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKTY 2565 S’
30.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKTY 2565 S’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Reclassified from wagon ‘RKTF 2565 L’ to ’ wagon ‘RKWF 2565 U’.

RKTF 2909

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘DOOR HINGES AND PINS’.
14.09.1989 Repair ‘YOKE CARRIER’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKTY 2909 L’
16.09.1989 Repair ‘BRAKE BLOCK RB95’.
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16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RKTY 2909 L’

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

11.02.1990 Repair ‘STEP’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2909 L’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Repair ‘DOOR HINGES AND PINS’.
06.03.1990 Repair ‘TRAIN PIPE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2909 L’
08.03.1990 Repair ‘VEHICLE RECLASSIFY’.
08.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 2909 L’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2909 L’
18.05.1990 Repair ‘VEHICLE COMPLETE’.
18.05.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 2909 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

09.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2909 L’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BRAKE LEVER’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Repair ‘CARD OR CLIP HOLDER’.
12.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘YOKE CARRIER’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2909 L’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘SIDE BEARER’.
09.01.1991 Repair ‘WEAR PLATES & SADDLES’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2909 L’
14.03.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKTY 2909 L’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BEARERS’.
26.08.1992 Repair ‘BOGIE COMPLETE’.
26.08.1992 Repair ‘END BRAKE COCK’.
26.08.1992 Repair ‘END HOSE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1992 Repair ‘SIDE BEARER’.
26.08.1992 Repair ‘TOP CENTRE PLATE’.
26.08.1992 Repair ‘TRAIN PIPE’.
26.08.1992 Repair ‘VEHICLE RECLASSIFY’.
26.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2909 L’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BEARERS’.
07.07.1993 Repair ‘BOGIE COMPLETE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘END COMPLETE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1993 Repair ‘STANCHION’.
07.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2909 L’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BRAKE LEVER’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2909 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2909 L’
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30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL
WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKTY 2909 L’
14.12.1994 Reclassified from wagon ‘RKTF 2909 E’ to ’ wagon ‘RKWF 2909 N’.

RKTF 2925

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘END BRAKE COCK’.
07.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2925 Y’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.10.1989 Repair ‘DOOR SLIDE RAIL’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2925 Y’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

21.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2925 Y’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘VEHICLE RECLASSIFY’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2925 Y’
01.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2925 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘STANCHION’.
12.07.1990 Repair ‘STANCHION’.
12.07.1990 Repair ‘TOP CENTRE PLATE’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

01.09.1990 Repair ‘END HOSE’.
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01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2925 Y’
16.10.1990 Repair ‘BODY COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘VEHICLE COMPLETE’.
16.10.1990 Repair ‘VEHICLE RETARE’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
16.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2925 Y’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE PULL ROD’.
04.03.1991 Repair ‘DOOR LOCK MECHANISM’.
04.03.1991 Repair ‘END HOSE’.
04.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Repair ‘STANCHION’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

19.07.1991 Repair ‘STANCHION’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
03.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2925 Y’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2925 Y’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘DOOR HINGES AND PINS’.
07.10.1992 Repair ‘DOOR LOCK MECHANISM’.
07.10.1992 Repair ‘DOOR OPENING MECHANISM’.
07.10.1992 Repair ‘TRAIN PIPE’.
07.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
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WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BEARERS’.
06.07.1993 Repair ‘BOGIE COMPLETE’.
06.07.1993 Repair ‘END COMPLETE’.
06.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2925 Y’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE BLOCK OTHER’.
16.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1994 Repair ‘TRAIN PIPE (END)’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKTY 2925 Y’
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2925 Y’
30.01.1995 Reclassified from wagon ‘RKTF 2925 H’ to ’ wagon ‘RKWF 2925 Q’.

RKTF 2933

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Repair ‘VEHICLE RECLASSIFY’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2933 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
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C-1965. AOOX & AOMX. (RS4511)’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2933 E’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1990 Repair ‘BRAKE CONTROL PIPE’.
21.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2933 E’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

16.10.1990 Repair ‘END HOSE’.
16.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2933 E’
24.10.1990 Repair ‘STEP’.
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.01.1991 Repair ‘DOOR COMPLETE’.
10.01.1991 Repair ‘DOOR COMPLETE’.
10.01.1991 Repair ‘DOOR LOCK MECHANISM’.
10.01.1991 Repair ‘DOOR OPENING MECHANISM’.
10.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1991 Repair ‘STEP’.
10.01.1991 Repair ‘TRAIN PIPE’.
10.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
26.03.1991 Repair ‘VEHICLE COMPLETE’.
26.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1991 Repair ‘BRAKE PULL ROD’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2933 E’
17.10.1991 Repair ‘DOOR HINGES AND PINS’.
17.10.1991 Repair ‘DOOR LOCK MECHANISM’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1992 Repair ‘TRAIN PIPE (END)’.
20.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1992 Repair ‘BRAKE LEVER’.
08.07.1992 Repair ‘COUPLER COMPLETE’.
08.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.07.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BEARERS’.
06.07.1993 Repair ‘BOGIE COMPLETE’.
06.07.1993 Repair ‘BRAKE PULL ROD’.
06.07.1993 Repair ‘CARD OR CLIP HOLDER’.
06.07.1993 Repair ‘DOOR HINGES AND PINS’.
06.07.1993 Repair ‘DOOR LOCK MECHANISM’.
06.07.1993 Repair ‘DOOR OPENING MECHANISM’.
06.07.1993 Repair ‘END COMPLETE’.
06.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1993 Repair ‘STANCHION’.
06.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2933 E’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BEARERS’.
25.11.1993 Repair ‘EMPTY LOAD VALVE’.
25.11.1993 Repair ‘END BRAKE COCK’.
25.11.1993 Repair ‘END HOSE’.
25.11.1993 Repair ‘GRADE CONTROL VALVE’.
25.11.1993 Repair ‘HANDBRAKE HANDLE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.11.1993 Repair ‘SIDE BEARER’.
25.11.1993 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘VEHICLE RECLASSIFY’.
25.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2933 E’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE PULL ROD’.
14.01.1994 Repair ‘HITCH LOCK MECHANISM’.
14.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2933 E’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2933 E’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Reclassified from wagon ‘RKTF 2933 U’ to ’ wagon ‘RKWF 2933 G’.

RKTF 2955

Details: wagon ‘RKTF 2955 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.01.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
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BSG Code: FXKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 18.09.1995
Due Triple Valve: 01.11.1996
Last Triple Valve: 04.05.1993
Last Single Car Test: 06.04.1992
Last Lift: 13.11.1986

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘COUPLER KNUCKLE’.
21.05.1990 Repair ‘DOOR HINGES AND PINS’.
21.05.1990 Repair ‘EMPTY LOAD VALVE’.
21.05.1990 Repair ‘GRADE CONTROL VALVE’.
21.05.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
21.05.1990 Repair ‘VEHICLE RECLASSIFY’.
21.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2955 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘DOOR LOCK MECHANISM’.
08.07.1991 Repair ‘TRAIN PIPE (END)’.
08.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2955 P’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘COUPLER COMPLETE’.
01.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2955 P’
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20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BEARERS’.
29.04.1993 Repair ‘BOGIE COMPLETE’.
29.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.04.1993 Repair ‘END BRAKE COCK’.
29.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1993 Repair ‘SIDE BEARER’.
29.04.1993 Repair ‘VEHICLE RECLASSIFY’.
29.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2955 P’
12.08.1993 Repair ‘DOOR COMPLETE’.
12.08.1993 Repair ‘STANCHION’.
12.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2955 P’
08.11.1993 Repair ‘CENTRE SILL’.
08.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2955 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2955 P’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2955 P’
03.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTF 2969

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘DOOR HINGES AND PINS’.
08.09.1989 Repair ‘END HOSE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2969 N’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
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APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

12.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 2969 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘HANDBRAKE HANDLE’.
30.05.1990 Repair ‘STANCHION’.
30.05.1990 Repair ‘STEP’.
30.05.1990 Repair ‘TOP CENTRE PLATE’.
30.05.1990 Repair ‘VEHICLE RECLASSIFY’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2969 N’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKTY 2969 N’
10.08.1990 Repair ‘STEP’.
10.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKTY 2969 N’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘DOOR HINGES AND PINS’.
16.08.1990 Repair ‘STEP’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2969 N’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
03.10.1990 Repair ‘BODY COMPLETE’.
03.10.1990 Repair ‘BODY COMPLETE’.
03.10.1990 Repair ‘DOOR COMPLETE’.
03.10.1990 Repair ‘VEHICLE RETARE’.
03.10.1990 Repair ‘VEHICLE STENCILS’.
03.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2969 N’
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Repair ‘DOOR LOCK MECHANISM’.
12.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 2969 N’
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10.12.1990 Repair ‘STEP’.
10.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 2969 N’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘DOOR HINGES AND PINS’.
17.01.1991 Repair ‘DOOR OPENING MECHANISM’.
17.01.1991 Repair ‘TRAIN PIPE (END)’.
17.01.1991 Repair ‘TRAIN PIPE’.
17.01.1991 Repair ‘VEHICLE COMPLETE’.
17.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘STANCHION’.
04.04.1991 Repair ‘TRAIN PIPE (END)’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘TRAIN PIPE (END)’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
24.04.1992 Repair ‘STANCHION’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE BEARERS’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘END COMPLETE’.
25.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1992 Repair ‘TOP CENTRE PLATE’.
25.06.1992 Repair ‘TRAIN PIPE’.
25.06.1992 Repair ‘VEHICLE RECLASSIFY’.
25.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2969 N’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘DOOR COMPLETE’.
11.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.
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23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE BLOCK RB101’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘END HOSE’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BEARERS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘DOOR LOCK MECHANISM’.
20.07.1993 Repair ‘DOOR LOCK MECHANISM’.
20.07.1993 Repair ‘DOOR OPENING MECHANISM’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘END COMPLETE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Repair ‘STEP’.
20.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2969 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2969 N’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 2969 N’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Reclassified from wagon ‘RKTF 2969 G’ to ’ wagon ‘RKWF 2969 P’.

RKTF 2998

11.09.1989 Repair ‘HANDRAILS END’.
11.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 2998 F’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
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TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
02.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Repair ‘VEHICLE RECLASSIFY’.
02.04.1990 Repair ‘VEHICLE STENCILS’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2998 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

26.11.1990 Repair ‘BODY COMPLETE’.
26.11.1990 Repair ‘VEHICLE RETARE’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 2998 F’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘DOOR LOCK MECHANISM’.
31.07.1991 Repair ‘STANCHION’.
31.07.1991 Repair ‘TRAIN PIPE (END)’.
31.07.1991 Repair ‘UNDERFRAME COMPLETE’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 2998 F’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.08.1991 Repair ‘TRAIN PIPE (END)’.
26.08.1991 Repair ‘TRAIN PIPE’.
26.08.1991 Repair ‘YOKE CARRIER’.
26.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2998 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
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LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE BEARERS’.
04.06.1993 Repair ‘BOGIE COMPLETE’.
04.06.1993 Repair ‘END COMPLETE’.
04.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1993 Repair ‘VEHICLE RECLASSIFY’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2998 F’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE CONTROL PIPE’.
06.10.1993 Repair ‘BRANCH PIPE’.
06.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.10.1993 Repair ‘HANDRAILS END’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2998 F’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE BLOCK OTHER’.
18.12.1993 Repair ‘BRAKE CONTROL PIPE’.
18.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1993 Repair ‘TRAIN PIPE (END)’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2998 F’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE LEVER’.
14.01.1994 Repair ‘STANCHION’.
14.01.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2998 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE RECLASSIFY’.
05.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 2998 F’
14.12.1994 Reclassified from wagon ‘RKTF 2998 V’ to ’ wagon ‘RKWF 2998 H’.

RKTF 3024

Details: wagon ‘RKTF 3024 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.05.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UK CN AE
Return to Service Date: 23.09.1994
Last Single Car Test: 17.01.1994
Last Lift: 16.07.1980

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END HOSE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Repair ‘VEHICLE RECLASSIFY’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 3024 R’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘HANDRAILS’.
07.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKTY 3024 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.
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01.09.1990 Repair ‘HANDRAILS END’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 3024 R’
01.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 3024 R’
01.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 3024 R’
21.11.1990 Repair ‘BODY COMPLETE’.
21.11.1990 Repair ‘VEHICLE RETARE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 3024 R’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARERS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1992 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘VEHICLE RECLASSIFY’.
03.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 3024 R’
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1992 Repair ‘YOKE COMPLETE’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3024 R’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

03.08.1993 Repair ‘CARD OR CLIP HOLDER’.
03.08.1993 Repair ‘DOOR LOCK MECHANISM’.
03.08.1993 Repair ‘DOOR LOCK MECHANISM’.
03.08.1993 Repair ‘DOOR OPENING MECHANISM’.
03.08.1993 Repair ‘END HOSE’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘HANDRAILS END’.
03.08.1993 Repair ‘STEP’.
03.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKTY 3024 R’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BRAKE BLOCK RB101’.
10.08.1993 Repair ‘BRAKE PULL ROD’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Repair ‘TRAIN PIPE (END)’.
10.08.1993 Repair ‘UNDERFRAME COMPLETE’.
10.08.1993 Repair ‘VEHICLE COMPLETE’.
10.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3024 R’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BRAKE BLOCK RB101’.
17.01.1994 Repair ‘BRAKE CONTROL PIPE’.
17.01.1994 Repair ‘BRAKE PULL ROD’.
17.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1994 Repair ‘TRAIN PIPE’.
17.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
17.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3024 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 3024 R’

RKTF 3025

Details: wagon ‘RKTF 3025 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.05.1976
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 25.03.1996
Due Triple Valve: 01.03.1998
Last Triple Valve: 15.08.1990
Last Brake Cylinder: 04.06.1992
Last Single Car Test: 11.05.1993
Last Lift: 01.04.1986

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘DOOR HINGES AND PINS’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKTY 3025 D’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘DOOR LOCK MECHANISM’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘VEHICLE RECLASSIFY’.
19.12.1989 Repair ‘WEAR PLATES & SADDLES’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 3025 D’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
10.08.1990 Repair ‘RELAY VALVE’.
10.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3025 D’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1990 Repair ‘SIDE BEARER’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3025 D’
21.11.1990 Repair ‘BODY COMPLETE’.
21.11.1990 Repair ‘VEHICLE RETARE’.
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21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 3025 D’
04.12.1990 Repair ‘DOOR COMPLETE’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3025 D’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE LEVER’.
10.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.10.1991 Repair ‘STEP’.
10.10.1991 Repair ‘TRAIN PIPE (END)’.
10.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3025 D’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘END BRAKE COCK’.
04.06.1992 Repair ‘END COMPLETE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 3025 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

27.03.1993 Repair ‘HANDRAILS END’.
27.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 3025 D’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK OTHER’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘TRAIN PIPE (END)’.
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06.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 3025 D’

22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BEARERS’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.07.1993 Repair ‘DOOR LOCK MECHANISM’.
22.07.1993 Repair ‘DOOR LOCK MECHANISM’.
22.07.1993 Repair ‘DOOR OPENING MECHANISM’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘END COMPLETE’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1993 Repair ‘SIDE STEP’.
22.07.1993 Repair ‘STANCHION’.
22.07.1993 Repair ‘STEP’.
22.07.1993 Repair ‘YOKE CARRIER’.
22.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 3025 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKTY 3025 D’
09.11.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RKTF 4015

29.09.1989 Repair ‘VEHICLE COMPLETE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘DOOR LOCK MECHANISM’.
02.01.1990 Repair ‘DOOR OPENING MECHANISM’.
02.01.1990 Repair ‘END HOSE’.
02.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1990 Repair ‘STANCHION’.
02.01.1990 Repair ‘VEHICLE RECLASSIFY’.
02.01.1990 Repair ‘WEAR PLATES & SADDLES’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4015 B’
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17.04.1990 Repair ‘END BRAKE COCK’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 4015 B’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘STANCHION’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE BLOCK RB95’.
23.11.1990 Repair ‘END BRAKE COCK’.
23.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Repair ‘TRAIN PIPE (END)’.
23.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

02.08.1991 Repair ‘STANCHION’.
02.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1991 Repair ‘DOOR COMPLETE’.
29.08.1991 Repair ‘END BRAKE COCK’.
29.08.1991 Repair ‘HANDRAILS END’.
29.08.1991 Repair ‘STANCHION’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Repair ‘UNDERFRAME COMPLETE’.
29.08.1991 Repair ‘WEAR PLATES & SADDLES’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BRAKE LEVER’.
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03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4015 B’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BEARERS’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1993 Repair ‘SIDE BEARER’.
01.04.1993 Repair ‘VEHICLE RECLASSIFY’.
01.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4015 B’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘DOOR LOCK MECHANISM’.
24.05.1993 Repair ‘DOOR LOCK MECHANISM’.
24.05.1993 Repair ‘DOOR OPENING MECHANISM’.
24.05.1993 Repair ‘STANCHION’.
24.05.1993 Repair ‘TRAIN PIPE’.
24.05.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
26.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
12.08.1993 Repair ‘END BRAKE COCK’.
12.08.1993 Repair ‘END HOSE’.
12.08.1993 Repair ‘END SILL’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1993 Repair ‘HANDRAILS END’.
12.08.1993 Repair ‘STANCHION’.
12.08.1993 Repair ‘STEP’.
12.08.1993 Repair ‘TRAIN PIPE (END)’.
12.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4015 B’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘BRAKE PULL ROD’.
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17.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘TRAIN PIPE’.
17.01.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4015 B’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Reclassified from wagon ‘RKTF 4015 R’ to ’ wagon ‘RKWF 4015 D’.

RKTF 4020

23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘DOOR HINGES AND PINS’.
23.09.1989 Repair ‘DOOR LOCK MECHANISM’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘TRAIN PIPE (END)’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4020 K’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.02.1990 Repair ‘DOOR LOCK MECHANISM’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘END BRAKE COCK’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘TWIST LOCK’.
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27.02.1990 Repair ‘VEHICLE RECLASSIFY’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4020 K’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘DOOR HINGES AND PINS’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘TRAIN PIPE’.
16.03.1990 Repair ‘VEHICLE STENCILS’.
16.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKTY 4020 K’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

19.11.1990 Repair ‘BOGIE COMPLETE’.
19.11.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Repair ‘VEHICLE RETARE’.
19.11.1990 Repair ‘VEHICLE STENCILS’.
19.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4020 K’
22.11.1990 Repair ‘STEP’.
22.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4020 K’
14.03.1991 Repair ‘DOOR COMPLETE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4020 K’
22.04.1991 Repair ‘VEHICLE COMPLETE’.
22.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4020 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

15.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1991 Repair ‘BRAKE BLOCK RB95’.
15.06.1991 Repair ‘BRAKE PIN’.
15.06.1991 Repair ‘BRANCH PIPE’.
15.06.1991 Repair ‘COUPLER KNUCKLE’.
15.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.06.1991 Repair ‘DOOR OPENING MECHANISM’.
15.06.1991 Repair ‘EMPTY LOAD VALVE’.
15.06.1991 Repair ‘END BRAKE COCK’.
15.06.1991 Repair ‘END HOSE’.
15.06.1991 Repair ‘GRADE CONTROL VALVE’.
15.06.1991 Repair ‘TRAIN PIPE (END)’.
15.06.1991 Repair ‘TRAIN PIPE’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4020 K’
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03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARERS’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1992 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘VEHICLE RECLASSIFY’.
03.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4020 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK OTHER’.
08.09.1993 Repair ‘BRANCH PIPE’.
08.09.1993 Repair ‘CARD OR CLIP HOLDER’.
08.09.1993 Repair ‘DOOR LOCK MECHANISM’.
08.09.1993 Repair ‘DOOR LOCK MECHANISM’.
08.09.1993 Repair ‘END BRAKE COCK’.
08.09.1993 Repair ‘END COMPLETE’.
08.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1993 Repair ‘STANCHION’.
08.09.1993 Repair ‘STEP’.
08.09.1993 Repair ‘TRAIN PIPE (END)’.
08.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1993 Repair ‘WEAR PLATES & SADDLES’.
08.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4020 K’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE BLOCK OTHER’.
18.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1993 Repair ‘TRAIN PIPE (END)’.
18.12.1993 Repair ‘TRAIN PIPE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4020 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4020 K’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.
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06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4020 K’
14.12.1994 Reclassified from wagon ‘RKTF 4020 D’ to ’ wagon ‘RKWF 4020 M’.

RKTF 4125

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

08.11.1989 Repair ‘STEP’.
08.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘RKTY 4125 Q’
12.11.1989 Repair ‘HANDRAILS END’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4125 Q’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END HOSE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘VEHICLE RECLASSIFY’.
16.11.1989 Repair ‘VEHICLE STENCILS’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4125 Q’
05.02.1990 Repair ‘DOOR HINGES AND PINS’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘BRAKE LEVER’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘DOOR FRAME’.
14.03.1990 Repair ‘DOOR HINGES AND PINS’.
14.03.1990 Repair ‘DOOR OPENING MECHANISM’.
14.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1990 Repair ‘STANCHION’.
14.03.1990 Repair ‘TRAIN PIPE (END)’.
14.03.1990 Repair ‘TRAIN PIPE’.
14.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1990 Repair ‘YOKE COMPLETE’.
14.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘TRAIN PIPE’.
03.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4125 Q’
21.09.1990 Repair ‘STEP’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4125 Q’
21.11.1990 Repair ‘BODY COMPLETE’.
21.11.1990 Repair ‘VEHICLE RETARE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4125 Q’
25.03.1991 Repair ‘DOOR OPENING MECHANISM’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

22.05.1991 Repair ‘TRAIN PIPE (END)’.
22.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1991 Repair ‘TRAIN PIPE (END)’.
08.08.1991 Repair ‘TRAIN PIPE’.
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
17.10.1991 Repair ‘DOOR LOCK MECHANISM’.
17.10.1991 Repair ‘TRAIN PIPE (END)’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BEARERS’.
31.08.1992 Repair ‘BOGIE COMPLETE’.
31.08.1992 Repair ‘EMPTY LOAD VALVE’.
31.08.1992 Repair ‘END BRAKE COCK’.
31.08.1992 Repair ‘END HOSE’.
31.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1992 Repair ‘SIDE BEARER’.
31.08.1992 Repair ‘VEHICLE RECLASSIFY’.
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31.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKTY 4125 Q’

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE BLOCK RB95’.
09.03.1993 Repair ‘END BRAKE COCK’.
09.03.1993 Repair ‘STEP’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Repair ‘TRAIN PIPE (END)’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
27.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Repair ‘END COMPLETE’.
27.08.1993 Repair ‘END HOSE’.
27.08.1993 Repair ‘GRADE CONTROL VALVE’.
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4125 Q’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK OTHER’.
12.10.1993 Repair ‘BRAKE LEVER’.
12.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK OTHER’.
11.03.1994 Repair ‘DOOR LOCK MECHANISM’.
11.03.1994 Repair ‘STANCHION’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
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11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 4125 Q’

11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.
(NRC061)’. New class: ‘RKTY’.

24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4125 Q’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

14.12.1994 Reclassified from wagon ‘RKTF 4125 J’ to ’ wagon ‘RKWF 4125 S’.

RKTF 4128

Details: wagon ‘RKTF 4128 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.07.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: UK UZ CN AE
Return to Service Date: 19.12.1995
Last Brake Cylinder: 02.11.1988
Last Single Car Test: 25.09.1992
Last Lift: 14.04.1987

17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4128 U’
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14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4128 U’
22.09.1989 Repair ‘STEP’.
22.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKTY 4128 U’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.09.1989 Repair ‘DOOR LOCK MECHANISM’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘TRAIN PIPE (END)’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4128 U’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Repair ‘VEHICLE RECLASSIFY’.
07.03.1990 Repair ‘VEHICLE STENCILS’.
07.03.1990 Repair ‘WEAR PLATES & SADDLES’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4128 U’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

03.09.1990 Repair ‘DOOR COMPLETE’.
03.09.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RKTY 4128 U’
28.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4128 U’
13.11.1990 Repair ‘BODY COMPLETE’.
13.11.1990 Repair ‘DOOR COMPLETE’.
13.11.1990 Repair ‘VEHICLE RETARE’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
13.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4128 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

01.07.1991 Repair ‘STANCHION’.
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01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKTY 4128 U’

13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4128 U’
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4128 U’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘END COMPLETE’.
23.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1992 Repair ‘TOP CENTRE PLATE’.
23.04.1992 Repair ‘TRAIN PIPE’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4128 U’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE LEVER’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1992 Repair ‘TRAIN PIPE (END)’.
18.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4128 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BEARERS’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘CARD OR CLIP HOLDER’.
19.07.1993 Repair ‘DOOR LOCK MECHANISM’.
19.07.1993 Repair ‘END COMPLETE’.
19.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1993 Repair ‘STEP’.
19.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4128 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
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17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4128 U’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4128 U’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKTY 4128 U’
18.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTF 4136

Details: wagon ‘RKTF 4136 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.03.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 03.09.1996
Last Triple Valve: 28.10.1991
Last Brake Cylinder: 15.06.1992
Last Single Car Test: 14.09.1993
Last Lift: 02.09.1986

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘DOOR HINGES AND PINS’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
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13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4136 K’
02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘DOOR HINGES AND PINS’.
02.09.1989 Repair ‘DOOR LOCK MECHANISM’.
02.09.1989 Repair ‘EMPTY LOAD VALVE’.
02.09.1989 Repair ‘END HOSE’.
02.09.1989 Repair ‘GRADE CONTROL VALVE’.
02.09.1989 Repair ‘STEP’.
02.09.1989 Repair ‘TRAIN PIPE (END)’.
02.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4136 K’
31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS

TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 4136 K’
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTY 4136 K’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘END BRAKE COCK’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘NYLON HOSE’.
27.02.1990 Repair ‘STRIKING CASTING’.
27.02.1990 Repair ‘VEHICLE RECLASSIFY’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4136 K’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

09.11.1990 Repair ‘BODY COMPLETE’.
09.11.1990 Repair ‘DOOR COMPLETE’.
09.11.1990 Repair ‘SIDE COMPLETE’.
09.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4136 K’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘END BRAKE COCK’.
07.05.1991 Repair ‘END HOSE’.
07.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Repair ‘TRAIN PIPE’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4136 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.10.1991 Repair ‘SIDE MEMBER’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4136 K’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BEARERS’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘EMPTY LOAD VALVE’.
12.06.1992 Repair ‘END BRAKE COCK’.
12.06.1992 Repair ‘END COMPLETE’.
12.06.1992 Repair ‘END HOSE’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1992 Repair ‘TOP CENTRE PLATE’.
12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4136 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE LEVER’.
15.04.1993 Repair ‘DOOR HINGES AND PINS’.
15.04.1993 Repair ‘DOOR HINGES AND PINS’.
15.04.1993 Repair ‘DOOR LOCK MECHANISM’.
15.04.1993 Repair ‘DOOR LOCK MECHANISM’.
15.04.1993 Repair ‘DOOR OPENING MECHANISM’.
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15.04.1993 Repair ‘END BRAKE COCK’.
15.04.1993 Repair ‘END HOSE’.
15.04.1993 Repair ‘STEP’.
15.04.1993 Repair ‘STRIKING CASTING’.
15.04.1993 Repair ‘TRAIN PIPE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4136 K’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE COMPLETE’.
10.09.1993 Repair ‘BRAKE PIN’.
10.09.1993 Repair ‘BRAKE PULL ROD’.
10.09.1993 Repair ‘COUPLER COMPLETE’.
10.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘END BRAKE COCK’.
10.09.1993 Repair ‘END COMPLETE’.
10.09.1993 Repair ‘END HOSE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘HANDBRAKE HANDLE’.
10.09.1993 Repair ‘STEP’.
10.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Repair ‘WEAR PLATES & SADDLES’.
10.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4136 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4136 K’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKTY 4136 K’
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4136 K’
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RKTF 4146

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘DOOR COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
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19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1990 Repair ‘VEHICLE COMPLETE’.
19.04.1990 Repair ‘WEAR PLATES & SADDLES’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKTY 4146 B’
18.05.1990 Repair ‘VEHICLE COMPLETE’.
18.05.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AKTY 4146 B’
22.05.1990 Repair ‘VEHICLE RECLASSIFY’.
22.05.1990 Repair ‘VEHICLE STENCILS’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AKTY 4146 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.08.1990 Repair ‘END BRAKE COCK’.
10.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKTY 4146 B’
24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’

WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

29.10.1990 Repair ‘BODY COMPLETE’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 4146 B’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘TRAIN PIPE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 4146 B’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BEARERS’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘EMPTY LOAD VALVE’.
12.06.1992 Repair ‘END BRAKE COCK’.
12.06.1992 Repair ‘END COMPLETE’.
12.06.1992 Repair ‘END HOSE’.
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1992 Repair ‘TOP CENTRE PLATE’.
12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 4146 B’
18.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 4146 B’
22.10.1992 Repair ‘STANCHION’.
22.10.1992 Repair ‘STEP’.
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22.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AKTY 4146 B’

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

10.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AKTY 4146 B’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘DOOR HINGES AND PINS’.
14.04.1993 Repair ‘DOOR HINGES AND PINS’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘DOOR OPENING MECHANISM’.
14.04.1993 Repair ‘STANCHION’.
14.04.1993 Repair ‘TRAIN PIPE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 4146 B’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE BEARERS’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.06.1993 Repair ‘END COMPLETE’.
10.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKTY 4146 B’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 4146 B’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKTY 4146 B’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘AKTY 4146 B’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Reclassified from wagon ‘RKTF 4146 L’ to ’ wagon ‘RKWF 4146 U’.
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RKTF 4156

31.10.1989 Alteration complete ‘RECLASSIFY TWENTY FIVE (25) ‘AOOX’ WAGONS
TO ‘AKTX’ WAGONS FOR TUBE- MAKERS TRAFFIC. IT WOULD BE
APPROPRIATE IF THE WAGONS SELECTED WERE IN CORPORATE LIVERY.
STENCIL ‘FOR TUBE STEEL TRAFFIC ONLY’ 150 MM HIGH AOOX 25 NO. TO BE
SELECTED. (RS4444)’. New class: ‘AKTX’.

07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4156 D’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘END HOSE’.
15.12.1989 Repair ‘STANCHION’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4156 D’
24.04.1990 Repair ‘VEHICLE RECLASSIFY’.
24.04.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 4156 D’
04.05.1990 Repair ‘VEHICLE COMPLETE’.
04.05.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKTY 4156 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (25) ‘AKTX’
WAGONS AND FIT DOORS EX ‘AOOX’ WAGONS. TUBEMAKERS TO PROVIDE
AND FIT THEIR OWN BOLSTERS. AKTX. (RS4534)’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE PULL ROD’.
28.09.1990 Repair ‘TRAIN PIPE (END)’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4156 D’
29.10.1990 Repair ‘BODY COMPLETE’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4156 D’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (17) ‘AKTX’ WAGONS. RECLASSIFY TO ‘AKTY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-70 BLOCKS & CAPS). AKTX - AS SELECTED. (RS4598)’. New class: ‘AKTY’.

04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘DOOR HINGES AND PINS’.
04.07.1991 Repair ‘DOOR OPENING MECHANISM’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
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04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4156 D’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘END COMPLETE’.
10.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Repair ‘TRAIN PIPE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4156 D’
10.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4156 D’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘WHEEL SET’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4156 D’
10.06.1992 Repair ‘DOOR HINGES AND PINS’.
10.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKTY 4156 D’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4156 D’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘TRAIN PIPE (END)’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4156 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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13.01.1993 Repair ‘STEP’.
13.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4156 D’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1993 Repair ‘BRAKE LEVER’.
08.04.1993 Repair ‘DOOR HINGES AND PINS’.
08.04.1993 Repair ‘DOOR HINGES AND PINS’.
08.04.1993 Repair ‘DOOR HINGES AND PINS’.
08.04.1993 Repair ‘DOOR LOCK MECHANISM’.
08.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.
08.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4156 D’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE FRICTION WEDGE’.
11.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKTY 4156 D’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
27.09.1993 Repair ‘BRAKE BLOCK RB101’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘END COMPLETE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘STEP’.
27.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKTY 4156 D’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BODY COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘END HOSE’.
12.01.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4156 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKTY’ STEEL WAGONS TO ‘RKTY‘.

(NRC061)’. New class: ‘RKTY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTY 4156 D’
30.08.1994 Alteration complete ‘MODIFY BOGIES OF ‘AKJY’ & ‘RKTY’ BULK STEEL

WAGONS TO GAP TYPE SIDE BEARERS AND RECLASSIFY TO ‘RKTF‘. AKTY &
RKTY ALL. (RS4879)’. New class: ‘RKTF’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RKTY 4156 D’
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07.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Reclassified from wagon ‘RKTF 4156 T’ to ’ wagon ‘RKWF 4156 F’.

RKTX 1982

Details: wagon ‘RKTX 1982 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.11.1968
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 29.04.1995
Last Brake Cylinder: 12.08.1991
Last Single Car Test: 23.11.1992
Last Lift: 30.09.1986
Cont Max Slots: 3

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘END HOSE’.
22.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.
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28.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1982 S’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘TRAIN PIPE’.
16.01.1991 Repair ‘VEHICLE COMPLETE’.
16.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1982 S’
30.03.1991 Repair ‘END HOSE’.
30.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1982 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1991 Repair ‘TOP CENTRE PLATE’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1982 S’
20.09.1991 Repair ‘STANCHION’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 1982 S’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BRAKE CONTROL PIPE’.
05.05.1992 Repair ‘TRAIN PIPE’.
05.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘BRAKE PULL ROD’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
08.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
14.09.1992 Repair ‘BRAKE BLOCK RB95’.
14.09.1992 Repair ‘END HOSE’.
14.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
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19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘SIDE SILL’.
19.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Belair’ with a previous code of wagon ‘ROOX 1982 S’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1982 S’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1982 S’
24.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1982 S’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 1982 S’
29.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2141

Details: wagon ‘RKTX 2141 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.12.1969
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes
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Fleet Grp Code: AE UO UZ CZ
Return to Service Date: 25.09.1995
Due Triple Valve: 09.03.1997
Last Brake Cylinder: 09.01.1991
Last Lift: 01.06.1981
Cont Max Slots: 3

14.09.1989 Repair ‘HANDRAILS END’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2141 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘DOOR LOCK MECHANISM’.
09.01.1991 Repair ‘HANDRAILS END’.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2141 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘DOOR HINGES AND PINS’.
02.05.1991 Repair ‘DOOR LOCK MECHANISM’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2141 T’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘DOOR LOCK MECHANISM’.
12.12.1991 Repair ‘STANCHION’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2141 T’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘DOOR COMPLETE’.
10.08.1992 Repair ‘END BRAKE COCK’.
10.08.1992 Repair ‘END HOSE’.
10.08.1992 Repair ‘VEHICLE COMPLETE’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2141 T’
06.04.1993 Repair ‘DOOR LOCK MECHANISM’.
06.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2141 T’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2141 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘ROOX 2141 T’

14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY
SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.10.1994 Repair ‘VEHICLE RECLASSIFY’.
21.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2141 T’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2144

Details: wagon ‘RKTX 2144 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.12.1969
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK UZ CM CN CO CU
Return to Service Date: 07.06.1996
Last Triple Valve: 21.03.1988
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 17.12.1991
Last Lift: 27.06.1982
Cont Max Slots: 3

15.09.1989 Repair ‘DOOR HINGES AND PINS’.
15.09.1989 Repair ‘STEP’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2144 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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21.01.1991 Repair ‘STANCHION’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2144 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.11.1991 Repair ‘SIDE MEMBER’.
18.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2144 A’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1991 Repair ‘TRAIN PIPE’.
20.11.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2144 A’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2144 A’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.02.1992 Repair ‘EMPTY LOAD VALVE’.
13.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2144 A’
16.06.1992 Repair ‘TRAIN PIPE (END)’.
16.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2144 A’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘DOOR OPENING MECHANISM’.
01.07.1992 Repair ‘END BRAKE COCK’.
01.07.1992 Repair ‘TRAIN PIPE (END)’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2144 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2144 A’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2144 A’
17.07.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2144 A’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
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24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2144 A’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2148

Details: wagon ‘RKTX 2148 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 31.12.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 15.11.1995
Due Triple Valve: 15.01.1997
Last Triple Valve: 20.07.1989
Last Brake Cylinder: 20.07.1989
Last Single Car Test: 20.07.1989
Last Lift: 09.03.1982
Cont Max Slots: 3

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.07.1989 Repair ‘DOOR HINGES AND PINS’.
13.07.1989 Repair ‘DOOR LOCK MECHANISM’.
13.07.1989 Repair ‘DRAFT GEAR POCKET’.
13.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.07.1989 Repair ‘END BRAKE COCK’.
13.07.1989 Repair ‘END HOSE’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 2148 N’
31.01.1990 Repair ‘HANDRAILS END’.
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31.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2148 N’

03.04.1990 Repair ‘END BRAKE COCK’.
03.04.1990 Repair ‘END HOSE’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2148 N’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.07.1990 Repair ‘CARD OR CLIP HOLDER’.
10.07.1990 Repair ‘DOOR LOCK MECHANISM’.
10.07.1990 Repair ‘DOOR OPENING MECHANISM’.
10.07.1990 Repair ‘END HOSE’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2148 N’
17.07.1990 Repair ‘VEHICLE COMPLETE’.
17.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2148 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘DOOR LOCK MECHANISM’.
20.06.1991 Repair ‘STANCHION’.
20.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2148 N’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘DOOR COMPLETE’.
24.04.1992 Repair ‘DOOR LOCK MECHANISM’.
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
24.04.1992 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2148 N’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘DOOR LOCK MECHANISM’.
23.11.1992 Repair ‘END HOSE’.
23.11.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2148 N’
06.05.1993 Repair ‘DOOR COMPLETE’.
06.05.1993 Repair ‘DOOR LOCK MECHANISM’.
06.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2148 N’
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2148 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
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(NRC016)’. New class: ‘ROOX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 2148 N’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2148 N’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2153

Details: wagon ‘RKTX 2153 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.01.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 19.10.1994
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 31.03.1992
Last Single Car Test: 14.08.1991
Last Lift: 10.03.1981
Cont Max Slots: 3

02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1989 Repair ‘BOGIE COMPLETE’.
02.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
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02.09.1989 Repair ‘END HOSE’.
02.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2153 W’
02.01.1990 Repair ‘BOGIE COMPLETE’.
02.01.1990 Repair ‘BRAKE LEVER’.
02.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2153 W’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2153 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘END BRAKE COCK’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2153 W’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE PULL ROD’.
17.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1991 Repair ‘TRAIN PIPE (END)’.
17.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2153 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.08.1991 Repair ‘BRAKE BLOCK RB95’.
08.08.1991 Repair ‘BRAKE PULL ROD’.
08.08.1991 Repair ‘BRAKE PULL ROD’.
08.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2153 W’
08.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2153 W’
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2153 W’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.01.1992 Repair ‘COUPLER KNUCKLE’.
20.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1992 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2153 W’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
31.03.1992 Repair ‘BRANCH PIPE’.
31.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2153 W’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2153 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2153 W’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2153 W’
19.10.1994 Repair ‘VEHICLE COMPLETE’.

RKTX 2159

Details: wagon ‘RKTX 2159 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI
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Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 25.07.1996
Last Brake Cylinder: 07.01.1994
Last Single Car Test: 25.08.1988
Last Lift: 21.09.1981
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.08.1990 Repair ‘STEP’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2159 H’
11.02.1991 Repair ‘HANDRAILS’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2159 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘DOOR OPENING MECHANISM’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2159 H’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘ROOX 2159 H’
06.10.1993 Repair ‘COUPLER COMPLETE’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2159 H’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘COUPLER COMPLETE’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1994 Repair ‘SIDE MEMBER’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2159 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2159 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2159 H’

29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2164

Details: wagon ‘RKTX 2164 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.03.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 13.01.1996
Last Triple Valve: 14.02.1990
Last Brake Cylinder: 12.11.1992
Last Single Car Test: 09.01.1991
Last Lift: 02.07.1982
Cont Max Slots: 3

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.10.1989 Repair ‘DOOR OPENING MECHANISM’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
19.10.1989 Repair ‘STEP’.
19.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2164 Q’
14.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2164 Q’
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15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1989 Repair ‘COUPLER KNUCKLE’.
15.12.1989 Repair ‘EMPTY LOAD VALVE’.
15.12.1989 Repair ‘GRADE CONTROL VALVE’.
15.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1989 Repair ‘SIDE STEP’.
15.12.1989 Repair ‘TRAIN PIPE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
20.12.1989 Repair ‘TOP CENTRE PLATE’.
20.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1990 Repair ‘DOOR HINGES AND PINS’.
13.02.1990 Repair ‘DOOR OPENING MECHANISM’.
13.02.1990 Repair ‘END HOSE’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1990 Repair ‘SIDE MEMBER’.
13.02.1990 Repair ‘STANCHION’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1990 Repair ‘WEAR PLATES & SADDLES’.
13.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 2164 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘HANDRAILS’.
26.07.1990 Issued at location ‘Bowmans’ with a previous code of wagon

‘ROOX 2164 Q’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘DOOR COMPLETE’.
07.01.1991 Repair ‘END BRAKE COCK’.
07.01.1991 Repair ‘END HOSE’.
07.01.1991 Repair ‘TRAIN PIPE (END)’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
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AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BRANCH PIPE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘HANDBRAKE HANDLE’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
27.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
30.01.1992 Repair ‘GRAFFITI REMOVAL’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2164 Q’
20.08.1992 Repair ‘DOOR COMPLETE’.
20.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2164 Q’
25.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.09.1992 Repair ‘STEP’.
25.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
18.10.1992 Repair ‘EMPTY LOAD VALVE’.
18.10.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2164 Q’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2164 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘ROOX 2164 Q’

24.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2164 Q’

14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY
SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2164 Q’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2167

Details: wagon ‘RKTX 2167 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.04.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 02.12.1995
Last Single Car Test: 06.04.1992
Last Lift: 01.01.1982
Cont Max Slots: 3

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BRAKE CONTROL PIPE’.
25.08.1989 Repair ‘CARD OR CLIP HOLDER’.
25.08.1989 Repair ‘DOOR LOCK MECHANISM’.
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25.08.1989 Repair ‘DOOR OPENING MECHANISM’.
25.08.1989 Repair ‘STANCHION’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Repair ‘TRAIN PIPE’.
25.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2167 U’
09.10.1989 Repair ‘END BRAKE COCK’.
09.10.1989 Repair ‘END HOSE’.
09.10.1989 Repair ‘TRAIN PIPE (END)’.
09.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2167 U’
05.01.1990 Repair ‘END HOSE’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2167 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DOOR COMPLETE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2167 U’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘BRANCH PIPE’.
11.01.1991 Repair ‘END BRAKE COCK’.
11.01.1991 Repair ‘TOP CENTRE PLATE’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2167 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘DOOR LOCK MECHANISM’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2167 U’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.05.1992 Repair ‘BRAKE PULL ROD’.
08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2167 U’
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13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.05.1992 Repair ‘DOOR LOCK MECHANISM’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘VEHICLE COMPLETE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2167 U’
07.06.1992 Repair ‘HANDRAILS END’.
07.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2167 U’
14.04.1993 Repair ‘DOOR HINGES AND PINS’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘STANCHION’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2167 U’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1993 Repair ‘BRAKE PULL ROD’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘END BRAKE COCK’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2167 U’
19.09.1993 Repair ‘STEP’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2167 U’
15.11.1993 Repair ‘STEP’.
15.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2167 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2167 U’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2167 U’
07.06.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
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RKTX 2260

Details: wagon ‘RKTX 2260 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.07.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CZ
Return to Service Date: 08.02.1995
Due Triple Valve: 06.12.1988
Last Brake Cylinder: 17.07.1991
Last Single Car Test: 17.07.1991
Last Lift: 03.12.1986
Cont Max Slots: 3

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘BRAKE PULL ROD’.
30.01.1990 Repair ‘COUPLER COMPLETE’.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.01.1990 Repair ‘DOOR HINGES AND PINS’.
30.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1990 Repair ‘END BRAKE COCK’.
30.01.1990 Repair ‘END HOSE’.
30.01.1990 Repair ‘SIDE BEARER’.
30.01.1990 Repair ‘STANCHION’.
30.01.1990 Repair ‘TRAIN PIPE’.
30.01.1990 Repair ‘YOKE COMPLETE’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’
07.03.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’
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28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2260 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘HANDRAILS’.
23.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2260 K’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘COUPLER COMPLETE’.
05.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘END HOSE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
16.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2260 K’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘COUPLER KNUCKLE’.
07.10.1991 Repair ‘DOOR LOCK MECHANISM’.
07.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1991 Repair ‘EMPTY LOAD VALVE’.
07.10.1991 Repair ‘GRADE CONTROL VALVE’.
07.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2260 K’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE BEARERS’.
28.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2260 K’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘DOOR LOCK MECHANISM’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2260 K’
28.12.1992 Repair ‘TRAIN PIPE (END)’.
28.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2260 K’
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02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2260 K’
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ROOX 2260 K’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2260 K’
28.03.1994 Repair ‘DOOR OPENING MECHANISM’.
28.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE RECLASSIFY’.
08.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2260 K’

RKTX 2262

Details: wagon ‘RKTX 2262 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.07.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 07.02.1995
Due Triple Valve: 17.11.1996
Last Brake Cylinder: 21.11.1989
Last Lift: 19.01.1987
Cont Max Slots: 3

16.10.1989 Repair ‘DOOR LOCK MECHANISM’.
16.10.1989 Repair ‘HANDRAILS END’.
16.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2262 F’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘TRAIN PIPE (END)’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2262 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘CENTRE SILL’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.08.1990 Repair ‘EMPTY LOAD VALVE’.
14.08.1990 Repair ‘GRADE CONTROL VALVE’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2262 F’
29.11.1990 Repair ‘HANDRAILS END’.
29.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2262 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.12.1991 Repair ‘DOOR HINGES AND PINS’.
06.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2262 F’
16.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2262 F’
30.01.1992 Repair ‘DOOR LOCK MECHANISM’.
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30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘STANCHION’.
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2262 F’
29.08.1992 Repair ‘HANDRAILS END’.
29.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2262 F’
01.07.1993 Repair ‘STEP’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2262 F’
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2262 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2262 F’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2262 F’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2262 F’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2262 F’

RKTX 2265

Details: wagon ‘RKTX 2265 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.08.1970
Operating System: AN
Intended Use: STEEL BULK
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Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 30.01.1996
Last Brake Cylinder: 15.06.1989
Last Single Car Test: 24.06.1991
Last Lift: 09.03.1982
Cont Max Slots: 3

17.01.1990 Repair ‘STEP’.
17.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2265 J’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2265 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2265 J’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘DOOR LOCK MECHANISM’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘HANDRAILS END’.
20.09.1990 Repair ‘STANCHION’.
20.09.1990 Repair ‘WEAR PLATES & SADDLES’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2265 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘DOOR COMPLETE’.
19.06.1991 Repair ‘DOOR COMPLETE’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2265 J’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2265 J’
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06.08.1991 Repair ‘HANDRAILS END’.
06.08.1991 Repair ‘STEP’.
06.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2265 J’
11.11.1992 Repair ‘HANDRAILS END’.
11.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2265 J’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2265 J’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2265 J’
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2265 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2265 J’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2265 J’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2265 J’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2265 J’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2268

Details: wagon ‘RKTX 2268 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 189
Date Built: 09.09.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CZ
Return to Service Date: 23.07.1996
Last Triple Valve: 03.02.1992
Last Brake Cylinder: 02.02.1991
Last Single Car Test: 14.03.1994
Last Lift: 20.11.1981
Cont Max Slots: 3

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.07.1989 Repair ‘RELAY VALVE’.
25.07.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1989 Repair ‘TRAIN PIPE’.
25.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
22.11.1989 Repair ‘STEP’.
22.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘COUPLER COMPLETE’.
05.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.04.1990 Repair ‘DOOR LOCK MECHANISM’.
05.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.04.1990 Repair ‘END BRAKE COCK’.
05.04.1990 Repair ‘END HOSE’.
05.04.1990 Repair ‘HANDRAILS END’.
05.04.1990 Repair ‘STANCHION’.
05.04.1990 Repair ‘STEP’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Repair ‘TRAIN PIPE (END)’.
05.04.1990 Repair ‘TRAIN PIPE’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Repair ‘YOKE COMPLETE’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘STEP’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘BRANCH PIPE’.
07.09.1990 Repair ‘TRAIN PIPE’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘TRAIN PIPE’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2268 N’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE BLOCK RB95’.
01.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.02.1991 Repair ‘ISOLATING COCK’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2268 N’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘RELAY VALVE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2268 N’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1991 Repair ‘WHEEL SET’.
18.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2268 N’
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.04.1991 Repair ‘RELAY VALVE’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘RELAY VALVE’.
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19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2268 N’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2268 N’
19.07.1991 Repair ‘STANCHION’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2268 N’
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘TRAIN PIPE (END)’.
07.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.01.1992 Repair ‘RELAY VALVE’.
31.01.1992 Repair ‘TRAIN PIPE (END)’.
31.01.1992 Repair ‘TRAIN PIPE’.
31.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
16.11.1992 Repair ‘STEP’.
16.11.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2268 N’
07.05.1993 Repair ‘STEP’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2268 N’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1994 Repair ‘END HOSE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2268 N’
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘COUPLER COMPLETE’.
14.03.1994 Repair ‘END BRAKE COCK’.
14.03.1994 Repair ‘END HOSE’.
14.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2268 N’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2268 N’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2272

Details: wagon ‘RKTX 2272 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.10.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 22.12.1995
Last Single Car Test: 16.12.1991
Last Lift: 01.04.1987
Cont Max Slots: 3

31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2272 N’
21.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
21.10.1989 Repair ‘END HOSE’.
21.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2272 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2272 N’
08.04.1991 Repair ‘DOOR HINGES AND PINS’.
08.04.1991 Repair ‘STEP’.
08.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2272 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2272 N’
20.11.1992 Repair ‘HANDRAILS END’.
20.11.1992 Repair ‘STEP’.
20.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2272 N’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.03.1993 Repair ‘SIDE SILL’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘WEAR PLATES & SADDLES’.
12.03.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2272 N’
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2272 N’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘BRAKE CONTROL PIPE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘END BRAKE COCK’.
15.09.1993 Repair ‘HAND RELEASE (AIR)’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Repair ‘TRAIN PIPE (END)’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2272 N’
02.11.1993 Repair ‘END BRAKE COCK’.
02.11.1993 Repair ‘END HOSE’.
02.11.1993 Repair ‘TRAIN PIPE (END)’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘ROOX 2272 N’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2272 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2272 N’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2272 N’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2272 N’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2274

Details: wagon ‘RKTX 2274 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.10.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 04.07.1996
Last Single Car Test: 12.03.1994
Last Lift: 31.03.1981
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.03.1991 Repair ‘VEHICLE COMPLETE’.
26.03.1991 Repair ‘VEHICLE STENCILS’.
26.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2274 X’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.04.1991 Repair ‘COUPLER COMPLETE’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘DOOR LOCK MECHANISM’.
16.04.1991 Repair ‘DOOR OPENING MECHANISM’.
16.04.1991 Repair ‘END BRAKE COCK’.
16.04.1991 Repair ‘END HOSE’.
16.04.1991 Repair ‘SIDE STEP’.
16.04.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2274 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘HANDRAILS END’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2274 X’
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BOGIE COMPLETE’.
12.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2274 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2274 X’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2274 X’
05.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKTX 2286

Details: wagon ‘RKTX 2286 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.12.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 08.11.1994
Last Triple Valve: 12.04.1991
Last Brake Cylinder: 13.12.1993
Last Single Car Test: 13.12.1993
Last Lift: 01.07.1981
Cont Max Slots: 3

10.11.1989 Repair ‘STEP’.
10.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2286 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.06.1990 Repair ‘END HOSE’.
12.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2286 L’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘DOOR LOCK MECHANISM’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2286 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.08.1991 Repair ‘HANDRAILS END’.
16.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2286 L’
07.05.1992 Repair ‘HANDRAILS END’.
07.05.1992 Repair ‘STEP’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2286 L’
01.06.1992 Repair ‘GRAFFITI REMOVAL’.
01.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2286 L’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2286 L’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘END BRAKE COCK’.
13.12.1993 Repair ‘END HOSE’.
13.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1993 Repair ‘TRAIN PIPE (END)’.
13.12.1993 Repair ‘TRAIN PIPE’.
13.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2286 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2286 L’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 2286 L’

RKTX 2316

Details: wagon ‘RKTX 2316 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.12.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 26.02.1995
Last Brake Cylinder: 17.04.1990
Last Single Car Test: 06.04.1990
Cont Max Slots: 3

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘END BRAKE COCK’.
06.04.1990 Repair ‘END HOSE’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
06.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2316 X’
11.04.1990 Repair ‘STEP’.
11.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2316 X’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘DOOR LOCK MECHANISM’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2316 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

07.12.1990 Repair ‘END HOSE’.
07.12.1990 Repair ‘TRAIN PIPE (END)’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2316 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘END BRAKE COCK’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘WEAR PLATES & SADDLES’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2316 X’
09.12.1991 Repair ‘DOOR LOCK MECHANISM’.
09.12.1991 Repair ‘STANCHION’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2316 X’
28.02.1994 Repair ‘DOOR LOCK MECHANISM’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2316 X’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2316 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2316 X’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2316 X’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2316 X’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2319

Details: wagon ‘RKTX 2319 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.12.1971
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ WK CZ
Return to Service Date: 18.09.1995
Last Brake Cylinder: 04.02.1991
Last Single Car Test: 05.06.1991
Cont Max Slots: 3

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2319 M’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
03.11.1989 Repair ‘DOOR LOCK MECHANISM’.
03.11.1989 Repair ‘EMPTY LOAD VALVE’.
03.11.1989 Repair ‘GRADE CONTROL VALVE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2319 M’
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2319 M’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘DOOR OPENING MECHANISM’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘TRAIN PIPE (END)’.
28.03.1990 Repair ‘TRAIN PIPE (END)’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2319 M’
27.04.1990 Repair ‘STANCHION’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2319 M’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘DOOR COMPLETE’.
04.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1991 Repair ‘TOP CENTRE PLATE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
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04.02.1991 Issued at location ‘One spot’ with a previous code of wagon
‘ROOX 2319 M’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘VEHICLE STENCILS’.
29.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘ROOX 2319 M’
14.03.1994 Repair ‘SIDE STEP’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2319 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2319 M’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
21.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2319 M’
18.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2322

Details: wagon ‘RKTX 2322 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.11.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI
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Capacity of 52 tonnes

Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 21.06.1995
Due Triple Valve: 02.04.1997
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 22.06.1990
Last Single Car Test: 03.12.1991
Last Lift: 08.11.1982
Cont Max Slots: 3

08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2322 D’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘CARD OR CLIP HOLDER’.
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.06.1990 Repair ‘DOOR HINGES AND PINS’.
15.06.1990 Repair ‘DOOR OPENING MECHANISM’.
15.06.1990 Repair ‘DRAFT GEAR POCKET’.
15.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘STANCHION’.
15.06.1990 Repair ‘TOP CENTRE PLATE’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.06.1990 Repair ‘WEAR PLATES & SADDLES’.
15.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 2322 D’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1990 Repair ‘EMPTY LOAD VALVE’.
21.11.1990 Repair ‘GRADE CONTROL VALVE’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2322 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.10.1991 Repair ‘STEP’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2322 D’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘CARD OR CLIP HOLDER’.
25.11.1991 Repair ‘DOOR HINGES AND PINS’.
25.11.1991 Repair ‘DOOR LOCK MECHANISM’.
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25.11.1991 Repair ‘DOOR OPENING MECHANISM’.
25.11.1991 Repair ‘HANDRAILS END’.
25.11.1991 Repair ‘STANCHION’.
25.11.1991 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Repair ‘TRAIN PIPE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2322 D’
24.02.1992 Repair ‘END BOARDS’.
24.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2322 D’
26.07.1993 Repair ‘HANDRAILS END’.
26.07.1993 Repair ‘STEP’.
26.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2322 D’
12.09.1993 Repair ‘HANDRAILS’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2322 D’
27.12.1993 Repair ‘STEP’.
27.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2322 D’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2322 D’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2322 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2322 D’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2322 D’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2322 D’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2322 D’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2322 D’
21.06.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2326

Details: wagon ‘RKTX 2326 A’ in AN ‘Mainland Division’.
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2.670. Wagon classification starting with ‘RKT’

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.10.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 17.10.1994
Last Brake Cylinder: 16.02.1993
Last Single Car Test: 16.02.1993
Last Lift: 16.03.1984
Cont Max Slots: 3

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘END SHEETING’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘STEP’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2326 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.05.1991 Repair ‘HANDRAILS END’.
06.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
14.06.1991 Repair ‘HANDRAILS END’.
14.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
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19.09.1991 Repair ‘STEP’.
19.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2326 Q’
25.06.1992 Repair ‘STEP’.
25.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
02.01.1993 Repair ‘HANDRAILS END’.
02.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1993 Repair ‘STANCHION’.
10.02.1993 Repair ‘VEHICLE STENCILS’.
10.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2326 Q’
01.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘COUPLER KNUCKLE’.
16.11.1993 Repair ‘WHEEL SET’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2326 Q’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2326 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2326 Q’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

17.10.1994 Repair ‘VEHICLE COMPLETE’.

RKTX 2327

Details: wagon ‘RKTX 2327 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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2.670. Wagon classification starting with ‘RKT’

Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.10.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 08.02.1996
Last Single Car Test: 19.12.1990
Last Lift: 14.06.1977
Cont Max Slots: 3

24.07.1989 Repair ‘STEP’.
24.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2327 C’
19.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2327 C’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘HANDRAILS END’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2327 C’
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘VEHICLE COMPLETE’.
18.01.1990 Repair ‘VEHICLE STENCILS’.
18.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2327 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR HINGES AND PINS’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘HANDRAILS END’.
24.07.1990 Repair ‘STEP’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Repair ‘WEAR PLATES & SADDLES’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2327 C’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘DOOR HINGES AND PINS’.
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18.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2327 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.06.1991 Repair ‘HANDRAILS END’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2327 C’
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2327 C’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2327 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2327 C’
15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2327 C’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2327 C’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2329

Details: wagon ‘RKTX 2329 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
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2.670. Wagon classification starting with ‘RKT’

Date Built: 11.11.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK UZ CM CN CO CU
Return to Service Date: 15.03.1995
Last Triple Valve: 12.04.1988
Last Brake Cylinder: 11.10.1990
Last Single Car Test: 12.04.1988
Last Lift: 14.10.1981
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

09.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2329 U’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2329 U’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2329 U’
10.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2329 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘STEP’.
06.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2329 U’
26.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.07.1991 Repair ‘YOKE CARRIER’.
26.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2329 U’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRAKE LEVER’.
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21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘DOOR LOCK MECHANISM’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘END BRAKE COCK’.
21.11.1991 Repair ‘END HOSE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2329 U’
07.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2329 U’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BRAKE BLOCK RB101’.
09.06.1992 Repair ‘DOOR LOCK MECHANISM’.
09.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2329 U’
26.08.1992 Repair ‘DOOR COMPLETE’.
26.08.1992 Repair ‘DOOR LOCK MECHANISM’.
26.08.1992 Repair ‘STANCHION’.
26.08.1992 Repair ‘STEP’.
26.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2329 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2329 U’
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2329 U’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROOX 2329 U’
15.03.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2513

Details: wagon ‘RKTX 2513 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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2.670. Wagon classification starting with ‘RKT’

Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 03.05.1996
Last Triple Valve: 11.04.1989
Last Brake Cylinder: 16.03.1993
Last Single Car Test: 25.03.1994
Last Lift: 12.06.1993
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.11.1990 Repair ‘END HOSE’.
30.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2513 S’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1990 Repair ‘BRAKE LEVER’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘END HOSE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2513 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.02.1992 Repair ‘HANDRAILS END’.
19.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2513 S’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BRAKE LEVER’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
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16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2513 S’
25.06.1993 Repair ‘DOOR LOCK MECHANISM’.
25.06.1993 Repair ‘HANDRAILS END’.
25.06.1993 Repair ‘STEP’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2513 S’
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘END BRAKE COCK’.
25.03.1994 Repair ‘END HOSE’.
25.03.1994 Repair ‘TRAIN PIPE (END)’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2513 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
12.04.1994 Repair ‘VEHICLE RECLASSIFY’.
12.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2513 S’
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2513 S’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROOX 2513 S’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2525

Details: wagon ‘RKTX 2525 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.09.1972
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2.670. Wagon classification starting with ‘RKT’

Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 24.07.1996
Due Triple Valve: 15.10.1997
Last Brake Cylinder: 24.02.1993
Last Single Car Test: 24.02.1993
Last Lift: 28.01.1987
Cont Max Slots: 3

04.10.1989 Repair ‘STEP’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2525 V’
30.01.1990 Repair ‘STEP’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2525 V’
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Repair ‘STEP’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2525 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE COMPLETE’.
25.09.1990 Repair ‘TRAIN PIPE (END)’.
25.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2525 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘DOOR COMPLETE’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘END BRAKE COCK’.
18.12.1992 Repair ‘END BRAKE COCK’.
18.12.1992 Repair ‘END HOSE’.
18.12.1992 Repair ‘GRADE CONTROL VALVE’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2525 V’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.02.1993 Repair ‘DOOR OPENING MECHANISM’.
18.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1993 Repair ‘VEHICLE STENCILS’.
18.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2525 V’
12.01.1994 Repair ‘DOOR LOCK MECHANISM’.
12.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2525 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2525 V’
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2525 V’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2525 V’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2527

Details: wagon ‘RKTX 2527 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CZ
Return to Service Date: 23.07.1996
Last Triple Valve: 25.07.1989
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.12.1993
Last Lift: 02.02.1983
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘BRAKE LEVER’.
20.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.07.1989 Repair ‘DOOR LOCK MECHANISM’.
20.07.1989 Repair ‘DRAFT GEAR POCKET’.
20.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.07.1989 Repair ‘END HOSE’.
20.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1989 Repair ‘SIDE MEMBER’.
20.07.1989 Repair ‘STANCHION’.
20.07.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 2527 Q’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘END BRAKE COCK’.
08.11.1989 Repair ‘END HOSE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2527 Q’
23.03.1990 Repair ‘HANDRAILS END’.
23.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2527 Q’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.11.1990 Repair ‘COUPLER KNUCKLE’.
14.11.1990 Repair ‘EMPTY LOAD VALVE’.
14.11.1990 Repair ‘GRADE CONTROL VALVE’.
14.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2527 Q’
21.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
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21.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2527 Q’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2527 Q’
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘VEHICLE COMPLETE’.
07.08.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2527 Q’
09.12.1991 Repair ‘HANDRAILS END’.
09.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2527 Q’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘BRAKE PULL ROD’.
29.01.1992 Repair ‘CARD OR CLIP HOLDER’.
29.01.1992 Repair ‘HANDRAILS END’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2527 Q’
09.03.1992 Repair ‘DOOR LOCK MECHANISM’.
09.03.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2527 Q’
09.01.1993 Repair ‘HANDRAILS END’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2527 Q’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘DOOR LOCK MECHANISM’.
13.04.1993 Repair ‘END BRAKE COCK’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Repair ‘VEHICLE STENCILS’.
13.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2527 Q’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BEARINGS’.
17.12.1993 Repair ‘END BRAKE COCK’.
17.12.1993 Repair ‘END HOSE’.
17.12.1993 Repair ‘VEHICLE STENCILS’.
17.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2527 Q’
08.01.1994 Repair ‘HANDRAILS END’.
08.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2527 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2527 Q’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14128



2.670. Wagon classification starting with ‘RKT’

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2527 Q’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2529

Details: wagon ‘RKTX 2529 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK UZ CM CN CO CU
Return to Service Date: 13.12.1995
Last Triple Valve: 08.12.1993
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 30.04.1982
Cont Max Slots: 3

04.12.1989 Repair ‘END HOSE’.
04.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2529 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘STANCHION’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
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12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2529 L’

26.08.1990 Repair ‘STEP’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2529 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2529 L’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘DOOR COMPLETE’.
02.01.1992 Repair ‘EMPTY LOAD VALVE’.
02.01.1992 Repair ‘END HOSE’.
02.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2529 L’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1993 Repair ‘END HOSE’.
03.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Repair ‘TRAIN PIPE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2529 L’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2529 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2529 L’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2529 L’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2530

Details: wagon ‘RKTX 2530 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX RKTX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE WK UZ CM CN CO CU
Return to Service Date: 06.11.1995
Last Triple Valve: 11.10.1989
Last Brake Cylinder: 30.08.1991
Last Single Car Test: 04.05.1992
Last Lift: 06.06.1984
Cont Max Slots: 3

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2530 H’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
05.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 2530 H’
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘END BRAKE COCK’.
16.03.1990 Repair ‘END HOSE’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2530 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

03.02.1991 Repair ‘HANDRAILS END’.
03.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2530 H’
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09.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2530 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.08.1991 Repair ‘HANDRAILS END’.
17.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2530 H’
26.08.1991 Repair ‘SIDE SHEET’.
26.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2530 H’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘VEHICLE STENCILS’.
28.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2530 H’
24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
24.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2530 H’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘HANDRAILS END’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2530 H’
24.09.1992 Repair ‘COUPLER COMPLETE’.
24.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2530 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2530 H’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2530 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2530 H’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2530 H’
06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
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06.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2530 H’

20.06.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2533

Details: wagon ‘RKTX 2533 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 26.08.1995
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 10.12.1992
Last Lift: 25.07.1979
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2533 L’
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2533 L’
05.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2533 L’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘BRAKE PULL ROD’.
09.12.1992 Repair ‘DOOR COMPLETE’.
09.12.1992 Repair ‘DOOR LOCK MECHANISM’.
09.12.1992 Repair ‘END HOSE’.
09.12.1992 Repair ‘HANDRAILS END’.
09.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1992 Repair ‘SIDE BEARER’.
09.12.1992 Repair ‘STANCHION’.
09.12.1992 Repair ‘TRAIN PIPE (END)’.
09.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2533 L’
19.09.1993 Repair ‘HANDRAILS END’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2533 L’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘DOOR LOCK MECHANISM’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘END HOSE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1993 Repair ‘VEHICLE STENCILS’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2533 L’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2533 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2533 L’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2533 L’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2533 L’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
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RKTX 2536

Details: wagon ‘RKTX 2536 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.10.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UO CM CN CO CU
Return to Service Date: 03.03.1995
Last Triple Valve: 07.03.1988
Last Brake Cylinder: 12.08.1993
Last Single Car Test: 12.08.1993
Last Lift: 01.02.1981
Cont Max Slots: 3

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘SIDE BEARER’.
16.11.1989 Repair ‘STANCHION’.
16.11.1989 Repair ‘STEP’.
16.11.1989 Repair ‘TRAIN PIPE (END)’.
16.11.1989 Repair ‘TRAIN PIPE’.
16.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2536 P’
02.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2536 P’
28.05.1990 Repair ‘STRIKING CASTING’.
28.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2536 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2536 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2536 P’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1993 Repair ‘VEHICLE STENCILS’.
03.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2536 P’
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘COUPLER KNUCKLE’.
09.08.1993 Repair ‘DOOR COMPLETE’.
09.08.1993 Repair ‘GRADE CONTROL VALVE’.
09.08.1993 Repair ‘HAND RELEASE (AIR)’.
09.08.1993 Repair ‘VEHICLE COMPLETE’.
09.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2536 P’
09.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2536 P’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2536 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2536 P’
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2536 P’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2536 P’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2536 P’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
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RKTX 2552

Details: wagon ‘RKTX 2552 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 10.07.1996
Due Triple Valve: 06.07.1991
Last Brake Cylinder: 18.05.1990
Last Single Car Test: 18.04.1991
Last Lift: 01.04.1985
Cont Max Slots: 3

18.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2552 S’
28.03.1990 Repair ‘SIDE STEP’.
28.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2552 S’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘COUPLER KNUCKLE’.
18.05.1990 Repair ‘EMPTY LOAD VALVE’.
18.05.1990 Repair ‘GRADE CONTROL VALVE’.
18.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1990 Repair ‘TRAIN PIPE’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2552 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘BRAKE PULL ROD’.
05.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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05.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2552 S’

17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘DOOR LOCK MECHANISM’.
17.04.1991 Repair ‘END BRAKE COCK’.
17.04.1991 Repair ‘END HOSE’.
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Repair ‘TRAIN PIPE’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2552 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘EMPTY LOAD VALVE’.
22.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2552 S’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2552 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2552 S’
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2552 S’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE RECLASSIFY’.
14.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2552 S’
10.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2553

Details: wagon ‘RKTX 2553 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.11.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 05.11.1996
Last Triple Valve: 26.07.1988
Last Brake Cylinder: 08.01.1992
Last Single Car Test: 23.02.1991
Last Lift: 01.10.1985
Cont Max Slots: 3

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘BRAKE LEVER’.
13.07.1989 Repair ‘BRAKE PULL ROD’.
13.07.1989 Repair ‘TRAIN PIPE (END)’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
08.08.1989 Repair ‘STEP’.
08.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2553 E’
03.09.1989 Repair ‘STEP’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2553 E’
26.03.1990 Repair ‘END BRAKE COCK’.
26.03.1990 Repair ‘END HOSE’.
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2553 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.02.1991 Repair ‘BOGIE BEARINGS’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE CONTROL PIPE’.
21.02.1991 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘DOOR COMPLETE’.
21.02.1991 Repair ‘DOOR HINGES AND PINS’.
21.02.1991 Repair ‘DOOR LOCK MECHANISM’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2553 E’
11.11.1991 Repair ‘DOOR LOCK MECHANISM’.
11.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘EMPTY LOAD VALVE’.
08.01.1992 Repair ‘END BRAKE COCK’.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2553 E’
30.07.1993 Repair ‘DOOR LOCK MECHANISM’.
30.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
09.08.1993 Repair ‘END BRAKE COCK’.
09.08.1993 Repair ‘END HOSE’.
09.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2553 E’
10.08.1993 Repair ‘HANDRAILS END’.
10.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2553 E’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2553 E’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2553 E’
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11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2553 E’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2558

Details: wagon ‘RKTX 2558 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.11.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 19.09.1996
Last Triple Valve: 10.12.1990
Last Brake Cylinder: 17.03.1993
Last Lift: 28.07.1982
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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10.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2558 D’

15.01.1991 Repair ‘HANDRAILS END’.
15.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2558 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘VEHICLE COMPLETE’.
15.08.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2558 D’
24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
24.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2558 D’
07.05.1992 Repair ‘HANDRAILS END’.
07.05.1992 Repair ‘STEP’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2558 D’
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘SIDE STEP’.
08.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2558 D’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER COMPLETE’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘TOP CENTRE PLATE’.
16.03.1993 Repair ‘VEHICLE STENCILS’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2558 D’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2558 D’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2558 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROOX 2558 D’
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19.10.1994 Issued at location ‘Broken Hill’ with a previous code of wagon
‘ROOX 2558 D’

21.03.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2610

Details: wagon ‘RKTX 2610 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 12.03.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 17.09.1995
Last Triple Valve: 25.08.1993
Last Single Car Test: 25.08.1993
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

02.12.1990 Repair ‘HANDRAILS END’.
02.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2610 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1991 Repair ‘TRAIN PIPE (END)’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2610 V’
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05.02.1992 Repair ‘STEP’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2610 V’
30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘ROOX 2610 V’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.08.1993 Repair ‘DOOR COMPLETE’.
24.08.1993 Repair ‘STEP’.
24.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2610 V’
25.01.1994 Repair ‘DOOR LOCK MECHANISM’.
25.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2610 V’
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2610 V’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2610 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2610 V’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2610 V’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2610 V’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2610 V’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2615

Details: wagon ‘RKTX 2615 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.03.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 19.10.1994
Last Brake Cylinder: 07.04.1988
Last Single Car Test: 17.08.1993
Last Lift: 12.05.1979
Cont Max Slots: 3

04.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2615 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2615 U’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2615 U’
08.01.1993 Repair ‘DOOR COMPLETE’.
08.01.1993 Repair ‘STANCHION’.
08.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2615 U’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.08.1993 Repair ‘BRANCH PIPE’.
16.08.1993 Repair ‘DOOR LOCK MECHANISM’.
16.08.1993 Repair ‘DOOR OPENING MECHANISM’.
16.08.1993 Repair ‘END HOSE’.
16.08.1993 Repair ‘HANDRAILS END’.
16.08.1993 Repair ‘TRAIN PIPE (END)’.
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16.08.1993 Repair ‘TRAIN PIPE’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
16.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2615 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2615 U’
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2615 U’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2615 U’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2615 U’

RKTX 2626

Details: wagon ‘RKTX 2626 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.03.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 14.11.1995
Last Brake Cylinder: 28.02.1991
Last Single Car Test: 07.11.1989
Last Lift: 24.08.1987
Cont Max Slots: 3
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03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘DOOR FRAME’.
03.11.1989 Repair ‘END HOSE’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2626 Y’
31.01.1990 Repair ‘STEP’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2626 Y’
12.03.1990 Repair ‘END HOSE’.
12.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2626 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘HANDRAILS END’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2626 Y’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘DOOR COMPLETE’.
28.02.1991 Repair ‘DOOR LOCK MECHANISM’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1991 Repair ‘SIDE STEP’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2626 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.05.1991 Repair ‘STEP’.
04.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2626 Y’
23.08.1991 Repair ‘DOOR HINGES AND PINS’.
23.08.1991 Repair ‘DOOR OPENING MECHANISM’.
23.08.1991 Repair ‘STANCHION’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2626 Y’
06.11.1991 Repair ‘HANDRAILS END’.
06.11.1991 Repair ‘TRAIN PIPE (END)’.
06.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2626 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2626 Y’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2626 Y’

14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY
SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2626 Y’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2632

Details: wagon ‘RKTX 2632 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.04.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 09.09.1995
Due Triple Valve: 19.03.1997
Last Brake Cylinder: 20.07.1991
Last Single Car Test: 28.06.1988
Last Lift: 21.01.1986
Cont Max Slots: 3

23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2632 J’
09.02.1990 Repair ‘DOOR HINGES AND PINS’.
09.02.1990 Repair ‘DOOR LOCK MECHANISM’.
09.02.1990 Repair ‘STANCHION’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2632 J’
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15.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2632 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1991 Repair ‘VEHICLE COMPLETE’.
20.07.1991 Repair ‘VEHICLE COMPLETE’.
20.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2632 J’
19.06.1993 Repair ‘HANDRAILS END’.
19.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2632 J’
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2632 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2632 J’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2632 J’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2632 J’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2633

Details: wagon ‘RKTX 2633 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.04.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 08.12.1995
Due Triple Valve: 01.03.1990
Last Triple Valve: 17.03.1993
Last Brake Cylinder: 23.03.1993
Last Single Car Test: 23.03.1993
Last Lift: 19.12.1986
Cont Max Slots: 3

07.11.1989 Repair ‘HANDRAILS END’.
07.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2633 S’
02.04.1990 Repair ‘DOOR COMPLETE’.
02.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

16.10.1990 Repair ‘STANCHION’.
16.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘END BRAKE COCK’.
23.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Repair ‘TRAIN PIPE (END)’.
23.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘DOOR COMPLETE’.
22.03.1991 Repair ‘END HOSE’.
22.03.1991 Repair ‘STANCHION’.
22.03.1991 Repair ‘TRAIN PIPE (END)’.
22.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE CONTROL PIPE’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘END HOSE’.
10.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
17.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2633 S’
15.09.1993 Repair ‘STANCHION’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2633 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2633 S’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2633 S’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2638

Details: wagon ‘RKTX 2638 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.04.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 17.02.1995
Last Single Car Test: 21.09.1990
Last Lift: 25.02.1982
Cont Max Slots: 3

04.05.1990 Repair ‘STANCHION’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2638 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘DOOR HINGES AND PINS’.
20.09.1990 Repair ‘DOOR OPENING MECHANISM’.
20.09.1990 Repair ‘END SHEETING’.
20.09.1990 Repair ‘SIDE MEMBER’.
20.09.1990 Repair ‘SIDE STEP’.
20.09.1990 Repair ‘STEP’.
20.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.09.1990 Repair ‘WEAR PLATES & SADDLES’.
20.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2638 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2638 R’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘END BRAKE COCK’.
12.08.1993 Repair ‘HOSE FITTINGS’.
12.08.1993 Repair ‘TRAIN PIPE (END)’.
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12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘ROOX 2638 R’

25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘END BRAKE COCK’.
25.10.1993 Repair ‘END HOSE’.
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2638 R’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Repair ‘STANCHION’.
12.01.1994 Repair ‘WEAR PLATES & SADDLES’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2638 R’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2638 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2638 R’
28.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2638 R’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2638 R’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2638 R’

RKTX 2642

Details: wagon ‘RKTX 2642 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.05.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 18.04.1995
Last Brake Cylinder: 26.04.1991
Last Single Car Test: 29.05.1989
Last Lift: 23.09.1982
Cont Max Slots: 3

03.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2642 R’
26.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1990 Repair ‘YOKE CARRIER’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2642 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2642 R’
31.08.1990 Repair ‘BOGIE SPRING’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2642 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘DOOR LOCK MECHANISM’.
26.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2642 R’
11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘Victoria’ with a previous code of wagon ‘ROOX 2642 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
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13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘ROOX 2642 R’

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2642 R’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2642 R’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2642 R’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2642 R’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2646

Details: wagon ‘RKTX 2646 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.06.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 25.11.1995
Due Triple Valve: 01.09.1993
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 19.10.1993
Last Lift: 27.11.1986
Cont Max Slots: 3
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28.07.1989 Repair ‘END HOSE’.
28.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2646 H’
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2646 H’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2646 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1990 Repair ‘VEHICLE STENCILS’.
19.12.1990 Repair ‘WHEEL SET’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
02.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2646 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘VEHICLE COMPLETE’.
23.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
23.09.1991 Repair ‘VEHICLE COMPLETE’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
23.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2646 H’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2646 H’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘DOOR HINGES AND PINS’.
08.07.1992 Repair ‘DOOR LOCK MECHANISM’.
08.07.1992 Repair ‘DOOR OPENING MECHANISM’.
08.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1992 Repair ‘STANCHION’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
08.07.1992 Repair ‘TRAIN PIPE’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2646 H’
19.11.1992 Repair ‘COUPLER COMPLETE’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
07.12.1992 Repair ‘VEHICLE COMPLETE’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
17.12.1992 Repair ‘DOOR COMPLETE’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER COMPLETE’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘BOGIE BEARINGS’.
15.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
15.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘END HOSE’.
20.08.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘STEP’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2646 H’
04.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1993 Repair ‘BRAKE PULL ROD’.
04.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2646 H’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1993 Repair ‘END BRAKE COCK’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2646 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROOX 2646 H’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2646 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2646 H’
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03.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2838

Details: wagon ‘RKTX 2838 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.02.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 16.02.1996
Last Triple Valve: 29.09.1992
Last Brake Cylinder: 12.07.1990
Last Single Car Test: 17.04.1989
Cont Max Slots: 3

27.02.1990 Repair ‘STANCHION’.
27.02.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2838 X’
06.04.1990 Repair ‘END BRAKE COCK’.
06.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2838 X’
17.04.1990 Repair ‘END BRAKE COCK’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2838 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘BRAKE LEVER’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
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12.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2838 X’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘DISCHARGE DOOR’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2838 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2838 X’
29.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2838 X’
21.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2838 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2838 X’
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2838 X’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2838 X’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2838 X’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2840

Details: wagon ‘RKTX 2840 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.02.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 02.07.1996
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 04.07.1991
Last Single Car Test: 23.03.1990
Cont Max Slots: 3

22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE COMPLETE’.
22.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2840 N’
28.03.1990 Repair ‘STEP’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2840 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2840 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1991 Repair ‘BRAKE LEVER’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1991 Repair ‘DOOR HINGES AND PINS’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘END BRAKE COCK’.
04.07.1991 Repair ‘END HOSE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Repair ‘TRAIN PIPE (END)’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2840 N’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘TOP CENTRE PLATE’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2840 N’
05.12.1991 Repair ‘DOOR HINGES AND PINS’.
05.12.1991 Repair ‘DOOR LOCK MECHANISM’.
05.12.1991 Repair ‘STANCHION’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2840 N’
27.06.1992 Repair ‘DOOR COMPLETE’.
27.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2840 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2840 N’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2840 N’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2840 N’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2840 N’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ROOX 2840 N’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKTX 2844

Details: wagon ‘RKTX 2844 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.03.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 16.12.1995
Last Triple Valve: 16.12.1988
Last Brake Cylinder: 18.08.1993
Last Single Car Test: 03.05.1989
Last Lift: 16.09.1982
Cont Max Slots: 3

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRAKE PULL ROD’.
04.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1989 Repair ‘WEAR PLATES & SADDLES’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2844 D’
06.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2844 D’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘SIDE STEP’.
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2844 D’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.10.1991 Repair ‘STEP’.
08.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2844 D’
05.11.1991 Repair ‘HANDRAILS END’.
05.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2844 D’
10.12.1991 Repair ‘DOOR HINGES AND PINS’.
10.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2844 D’
30.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘ROOX 2844 D’
01.07.1993 Repair ‘HANDRAILS END’.
01.07.1993 Repair ‘STEP’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2844 D’
07.07.1993 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘DOOR LOCK MECHANISM’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘STANCHION’.
07.07.1993 Repair ‘STEP’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2844 D’
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘DOOR LOCK MECHANISM’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2844 D’
04.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2844 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2844 D’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 2844 D’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
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RKTX 2847

Details: wagon ‘RKTX 2847 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 12.03.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 17.09.1995
Due Triple Valve: 01.05.1997
Last Triple Valve: 18.07.1988
Last Brake Cylinder: 20.08.1993
Last Single Car Test: 24.08.1989
Last Lift: 28.05.1987
Cont Max Slots: 3

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘TRAIN PIPE’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2847 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2847 H’
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘DOOR OPENING MECHANISM’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2847 H’

05.03.1992 Repair ‘DOOR OPENING MECHANISM’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2847 H’
24.01.1993 Repair ‘STEP’.
24.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2847 H’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘END BRAKE COCK’.
20.08.1993 Repair ‘HAND RELEASE (AIR)’.
20.08.1993 Repair ‘HANDRAILS END’.
20.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1993 Repair ‘TRAIN PIPE (END)’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2847 H’
11.10.1993 Repair ‘STEP’.
11.10.1993 Repair ‘TRAIN PIPE (END)’.
11.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2847 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2847 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2847 H’
27.04.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2850

Details: wagon ‘RKTX 2850 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.03.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 27.06.1996
Due Triple Valve: 10.10.1988
Last Brake Cylinder: 29.11.1993
Last Single Car Test: 17.03.1993
Last Lift: 13.01.1979
Cont Max Slots: 3

03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘END HOSE’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2850 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.09.1990 Repair ‘HANDRAILS END’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2850 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘END HOSE’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2850 V’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.10.1993 Repair ‘BRAKE LEVER’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2850 V’
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2850 V’
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29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1993 Repair ‘COUPLER KNUCKLE’.
29.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2850 V’
21.12.1993 Repair ‘HANDRAILS END’.
21.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2850 V’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2850 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2850 V’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2850 V’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2850 V’
12.04.1996 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2851

Details: wagon ‘RKTX 2851 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.03.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 25.04.1995
Last Brake Cylinder: 20.04.1989
Last Single Car Test: 04.06.1991
Last Lift: 17.05.1979
Cont Max Slots: 3

19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘TRAIN PIPE’.
19.03.1990 Repair ‘VEHICLE STENCILS’.
19.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2851 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘DOOR OPENING MECHANISM’.
30.07.1990 Repair ‘DRAFT GEAR POCKET’.
30.07.1990 Repair ‘END HOSE’.
30.07.1990 Repair ‘STANCHION’.
30.07.1990 Repair ‘TRAIN PIPE (END)’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2851 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘TRAIN PIPE (END)’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2851 H’
19.12.1991 Repair ‘DOOR OPENING MECHANISM’.
19.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2851 H’
10.01.1993 Repair ‘STEP’.
10.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2851 H’
28.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2851 H’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2851 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2851 H’
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14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY
SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2851 H’
25.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2868

Details: wagon ‘RKTX 2868 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.04.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 04.01.1996
Due Triple Valve: 13.01.1990
Last Triple Valve: 08.01.1994
Last Brake Cylinder: 07.02.1992
Last Single Car Test: 07.02.1992
Last Lift: 21.09.1982
Cont Max Slots: 3

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE BLOCK RB95’.
08.01.1990 Repair ‘BRAKE PULL ROD’.
08.01.1990 Repair ‘DOOR OPENING MECHANISM’.
08.01.1990 Repair ‘END BRAKE COCK’.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1990 Repair ‘TRAIN PIPE (END)’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
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02.04.1990 Repair ‘STEP’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2868 J’
01.05.1990 Repair ‘END HOSE’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2868 J’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2868 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.10.1991 Repair ‘DOOR LOCK MECHANISM’.
09.10.1991 Repair ‘STANCHION’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE LEVER’.
17.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘CARD OR CLIP HOLDER’.
31.01.1992 Repair ‘DOOR COMPLETE’.
31.01.1992 Repair ‘DOOR LOCK MECHANISM’.
31.01.1992 Repair ‘END BRAKE COCK’.
31.01.1992 Repair ‘TRAIN PIPE’.
31.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1992 Repair ‘VEHICLE STENCILS’.
05.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2868 J’
21.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
05.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2868 J’
14.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2868 J’
02.08.1993 Repair ‘STEP’.
02.08.1993 Repair ‘TRAIN PIPE (END)’.
02.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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08.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2868 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2868 J’
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2868 J’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2879

16.05.1994 Reclassified from wagon ‘RKTX 2879 K’ to ’ wagon ‘ROOX 2879 D’.

RKTX 2887

Details: wagon ‘RKTX 2887 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.05.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CZ
Return to Service Date: 17.09.1995
Last Brake Cylinder: 07.05.1993
Last Single Car Test: 04.09.1991
Last Lift: 14.07.1980
Cont Max Slots: 3

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BRAKE PULL ROD’.
09.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
04.03.1990 Repair ‘STEP’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2887 Q’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

03.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1990 Repair ‘HANDRAILS END’.
03.09.1990 Repair ‘STEP’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE LEVER’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Repair ‘STEP’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2887 Q’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2887 Q’
21.11.1990 Repair ‘YOKE CARRIER’.
21.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2887 Q’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE PULL ROD’.
01.02.1991 Repair ‘END BRAKE COCK’.
01.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE

14172



2.670. Wagon classification starting with ‘RKT’

PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Repair ‘TRAIN PIPE (END)’.
03.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
25.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2887 Q’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1992 Repair ‘WHEEL SET’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2887 Q’
03.12.1992 Repair ‘STEP’.
03.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2887 Q’
22.12.1992 Repair ‘SIDE STEP’.
22.12.1992 Repair ‘STEP’.
22.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2887 Q’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DOOR HINGES AND PINS’.
07.05.1993 Repair ‘DOOR LOCK MECHANISM’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘WEAR PLATES & SADDLES’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2887 Q’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2887 Q’
12.03.1994 Repair ‘BOGIE COMPLETE’.
12.03.1994 Repair ‘BRAKE BLOCK RB95’.
12.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
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(NRC016)’. New class: ‘ROOX’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2887 Q’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2890

Details: wagon ‘RKTX 2890 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 02.01.1996
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 04.08.1989
Last Single Car Test: 18.03.1993
Last Lift: 18.02.1987
Cont Max Slots: 3

25.07.1989 Repair ‘STEP’.
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25.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2890 H’

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2890 H’
21.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2890 H’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BRAKE BLOCK RB95’.
22.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2890 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘DOOR COMPLETE’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2890 H’
08.04.1991 Repair ‘VEHICLE COMPLETE’.
08.04.1991 Repair ‘VEHICLE STENCILS’.
08.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2890 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE PULL ROD’.
03.03.1992 Repair ‘DOOR FRAME’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1992 Repair ‘SIDE BEARER’.
03.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1992 Repair ‘WEAR PLATES & SADDLES’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2890 H’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.03.1993 Repair ‘SIDE BEARER’.
15.03.1993 Repair ‘STANCHION’.
15.03.1993 Repair ‘VEHICLE STENCILS’.
15.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2890 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2890 H’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2890 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE RECLASSIFY’.
15.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2890 H’
11.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2894

Details: wagon ‘RKTX 2894 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes
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Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 09.05.1996
Due Triple Valve: 01.09.1987
Last Triple Valve: 23.08.1990
Last Brake Cylinder: 09.03.1992
Last Single Car Test: 09.03.1992
Last Lift: 01.09.1986
Cont Max Slots: 3

28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2894 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.08.1990 Repair ‘COUPLER COMPLETE’.
22.08.1990 Repair ‘DOOR LOCK MECHANISM’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘HANDRAILS END’.
22.08.1990 Repair ‘RELAY VALVE’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1990 Repair ‘WEAR PLATES & SADDLES’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘BRANCH PIPE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
14.05.1992 Repair ‘BOGIE COMPLETE’.
14.05.1992 Repair ‘COUPLER COMPLETE’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
14.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘HOSE FITTINGS’.
25.05.1992 Repair ‘TRAIN PIPE’.
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25.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ROOX 2894 U’

14.08.1992 Repair ‘END HOSE’.
14.08.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.08.1992 Repair ‘WEAR PLATES & SADDLES’.
14.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘VEHICLE COMPLETE’.
14.09.1992 Repair ‘VEHICLE STENCILS’.
14.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
19.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2894 U’
10.02.1994 Repair ‘CARD OR CLIP HOLDER’.
10.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2894 U’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2894 U’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2894 U’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2896

Details: wagon ‘RKTX 2896 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.06.1975
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 14.05.1996
Last Triple Valve: 04.07.1988
Last Brake Cylinder: 16.04.1993
Last Single Car Test: 04.07.1988
Last Lift: 20.03.1979
Cont Max Slots: 3

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1989 Repair ‘STANCHION’.
09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
20.04.1990 Repair ‘STEP’.
20.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2896 P’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

23.08.1990 Repair ‘COUPLER COMPLETE’.
23.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2896 P’
23.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2896 P’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘COUPLER COMPLETE’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘EMPTY LOAD VALVE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BRAKE LEVER’.
13.11.1990 Repair ‘BRAKE PULL ROD’.
13.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
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13.11.1990 Repair ‘END BRAKE COCK’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘EMPTY LOAD VALVE’.
02.01.1991 Repair ‘GRADE CONTROL VALVE’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2896 P’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘END BRAKE COCK’.
19.07.1991 Repair ‘END HOSE’.
19.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1991 Repair ‘TRAIN PIPE (END)’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
02.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2896 P’
11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2896 P’
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.04.1993 Repair ‘EMPTY LOAD VALVE’.
16.04.1993 Repair ‘GRADE CONTROL VALVE’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
26.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2896 P’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2896 P’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2896 P’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2896 P’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2896 P’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2899

Details: wagon ‘RKTX 2899 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 12.11.1995
Last Brake Cylinder: 07.05.1991
Last Single Car Test: 06.12.1993
Last Lift: 09.04.1985
Cont Max Slots: 3

28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘DOOR FRAME’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘END HOSE’.
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28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘TRAIN PIPE (END)’.
28.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2899 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘STEP’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2899 T’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘CARD OR CLIP HOLDER’.
11.03.1991 Repair ‘DOOR HINGES AND PINS’.
11.03.1991 Repair ‘DOOR OPENING MECHANISM’.
11.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1991 Repair ‘STANCHION’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2899 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BRAKE LEVER’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘SIDE SILL’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2899 T’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘STEP’.
30.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2899 T’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE PULL ROD’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DOOR HINGES AND PINS’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2899 T’
21.12.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2899 T’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘END BRAKE COCK’.
03.12.1993 Repair ‘END HOSE’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2899 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2899 T’
10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2899 T’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2899 T’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2899 T’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2899 T’
15.10.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2900

Details: wagon ‘RKTX 2900 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.06.1975
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK UZ CZ
Return to Service Date: 03.07.1996
Last Brake Cylinder: 30.08.1989
Last Single Car Test: 08.12.1993
Last Lift: 16.02.1987
Cont Max Slots: 3

28.08.1989 Repair ‘STEP’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2900 L’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2900 L’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘END BRAKE COCK’.
08.12.1989 Repair ‘END HOSE’.
08.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1989 Repair ‘TRAIN PIPE’.
08.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2900 L’
13.12.1989 Repair ‘BOGIE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2900 L’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1990 Repair ‘BRAKE LEVER’.
12.01.1990 Repair ‘BRAKE PULL ROD’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2900 L’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
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21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1990 Repair ‘HANDRAILS END’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2900 L’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2900 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2900 L’
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2900 L’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DOOR HINGES AND PINS’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘HANDRAILS END’.
18.03.1992 Repair ‘TRAIN PIPE (END)’.
18.03.1992 Repair ‘TRAIN PIPE’.
18.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2900 L’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘END BRAKE COCK’.
03.06.1993 Repair ‘TRAIN PIPE (END)’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2900 L’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2900 L’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2900 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2900 L’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2900 L’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2902

Details: wagon ‘RKTX 2902 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 15.11.1995
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 11.01.1994
Last Single Car Test: 11.01.1994
Last Lift: 01.09.1982
Cont Max Slots: 3
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18.08.1989 Repair ‘HANDRAILS END’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2902 G’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘WHEEL SET’.
19.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2902 G’
26.03.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2902 G’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2902 G’
25.04.1990 Repair ‘STEP’.
25.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2902 G’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRANCH PIPE’.
07.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1990 Repair ‘STANCHION’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘COUPLER KNUCKLE’.
22.10.1990 Repair ‘EMPTY LOAD VALVE’.
22.10.1990 Repair ‘GRADE CONTROL VALVE’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2902 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.07.1991 Repair ‘VEHICLE COMPLETE’.
16.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2902 G’
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07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BRAKE BLOCK RB101’.
07.10.1991 Repair ‘BRAKE LEVER’.
07.10.1991 Repair ‘COUPLER KNUCKLE’.
07.10.1991 Repair ‘EMPTY LOAD VALVE’.
07.10.1991 Repair ‘GRADE CONTROL VALVE’.
07.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2902 G’
11.03.1993 Repair ‘DOOR HINGES AND PINS’.
11.03.1993 Repair ‘DOOR OPENING MECHANISM’.
11.03.1993 Repair ‘STANCHION’.
11.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘DOOR OPENING MECHANISM’.
06.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1994 Repair ‘VEHICLE STENCILS’.
06.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2902 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2902 G’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2904

Details: wagon ‘RKTX 2904 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CZ
Return to Service Date: 09.02.1995
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 04.07.1989
Last Lift: 27.06.1980
Cont Max Slots: 3

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2904 B’
08.11.1989 Repair ‘END BRAKE COCK’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2904 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1993 Repair ‘STANCHION’.
28.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2904 B’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2904 B’
26.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2904 B’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2904 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2904 B’
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14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY
SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE RECLASSIFY’.
09.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2904 B’

RKTX 2906

Details: wagon ‘RKTX 2906 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 18.09.1995
Due Triple Valve: 26.06.1988
Last Single Car Test: 09.05.1990
Last Lift: 16.05.1985
Cont Max Slots: 3

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

14190



2.670. Wagon classification starting with ‘RKT’

02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2906 T’

27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2906 T’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
31.01.1990 Repair ‘HANDRAILS END’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2906 T’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
07.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2906 T’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRAKE PULL ROD’.
07.05.1990 Repair ‘TRAIN PIPE (END)’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

10.08.1990 Repair ‘HANDRAILS END’.
10.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2906 T’
04.04.1991 Repair ‘HANDRAILS END’.
04.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2906 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.12.1991 Repair ‘HANDRAILS END’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2906 T’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.02.1993 Repair ‘TRAIN PIPE’.
04.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2906 T’
01.09.1993 Repair ‘SIDE STEP’.
01.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
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11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Lithgow’ with a previous code of wagon ‘ROOX 2906 T’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2906 T’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2915

Details: wagon ‘RKTX 2915 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 04.07.1996
Last Brake Cylinder: 15.08.1989
Last Single Car Test: 31.08.1990
Last Lift: 15.12.1980
Cont Max Slots: 3

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

14192



2.670. Wagon classification starting with ‘RKT’

15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
15.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘END BRAKE COCK’.
15.08.1989 Repair ‘END HOSE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HANDRAILS END’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘SIDE BEARER’.
15.08.1989 Repair ‘WHEEL SET’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2915 S’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘TRAIN PIPE (END)’.
26.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2915 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1990 Repair ‘DOOR LOCK MECHANISM’.
29.08.1990 Repair ‘DOOR OPENING MECHANISM’.
29.08.1990 Repair ‘HANDRAILS END’.
29.08.1990 Repair ‘TRAIN PIPE (END)’.
29.08.1990 Repair ‘TRAIN PIPE’.
29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2915 S’
03.09.1990 Repair ‘BOGIE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE STENCILS’.
03.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2915 S’
25.11.1990 Repair ‘STEP’.
25.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2915 S’
26.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2915 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ROOX 2915 S’
09.12.1992 Repair ‘HANDRAILS END’.
09.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2915 S’
09.08.1993 Repair ‘DOOR LOCK MECHANISM’.
09.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2915 S’
06.09.1993 Repair ‘SIDE STEP’.
06.09.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2915 S’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2915 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2915 S’
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2915 S’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2915 S’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2915 S’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2915 S’
08.11.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2918

Details: wagon ‘RKTX 2918 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.06.1975
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Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 28.03.1995
Last Brake Cylinder: 07.05.1991
Last Single Car Test: 06.04.1992
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.07.1990 Repair ‘STEP’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2918 W’
07.09.1990 Repair ‘DOOR HINGES AND PINS’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2918 W’
01.02.1991 Repair ‘STEP’.
01.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2918 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘TOP CENTRE PLATE’.
07.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2918 W’
02.08.1991 Repair ‘HANDRAILS END’.
02.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2918 W’
02.01.1992 Repair ‘STEP’.
02.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2918 W’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE LEVER’.
03.04.1992 Repair ‘DOOR COMPLETE’.
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03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘STANCHION’.
03.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2918 W’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.03.1993 Repair ‘DOOR LOCK MECHANISM’.
16.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2918 W’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE LEVER’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1994 Repair ‘YOKE CARRIER’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2918 W’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2918 W’
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2918 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2918 W’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE RECLASSIFY’.
11.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2918 W’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2932

Details: wagon ‘RKTX 2932 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.07.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 25.07.1996
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 22.03.1994
Last Lift: 01.03.1987
Cont Max Slots: 3

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘END HOSE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2932 H’
24.11.1989 Repair ‘STEP’.
24.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2932 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Repair ‘VEHICLE COMPLETE’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2932 H’
29.11.1990 Repair ‘STANCHION’.
29.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2932 H’

14197



2. TIMS GROUP INFORMATION - WAGONS

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2932 H’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2932 H’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1992 Repair ‘HANDRAILS END’.
09.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1992 Repair ‘SIDE BEARER’.
09.03.1992 Repair ‘TOP CENTRE PLATE’.
09.03.1992 Repair ‘YOKE COMPLETE’.
09.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2932 H’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.07.1992 Repair ‘COUPLER KNUCKLE’.
15.07.1992 Repair ‘EMPTY LOAD VALVE’.
15.07.1992 Repair ‘GRADE CONTROL VALVE’.
15.07.1992 Repair ‘WEAR PLATES & SADDLES’.
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2932 H’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘VEHICLE COMPLETE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2932 H’
09.11.1993 Repair ‘SIDE STEP’.
09.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2932 H’
03.12.1993 Repair ‘SIDE STEP’.
03.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2932 H’
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10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ROOX 2932 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2932 H’
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2932 H’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2932 H’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2932 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2932 H’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2939

Details: wagon ‘RKTX 2939 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.11.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 16.04.1995
Due Triple Valve: 01.02.1997
Last Triple Valve: 08.06.1990
Last Brake Cylinder: 08.06.1990
Last Single Car Test: 25.01.1991
Last Lift: 24.02.1987
Cont Max Slots: 3

09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘DOOR LOCK MECHANISM’.
09.03.1990 Repair ‘STANCHION’.
09.03.1990 Repair ‘WEAR PLATES & SADDLES’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2939 B’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘BRAKE PULL ROD’.
08.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.06.1990 Repair ‘COUPLER KNUCKLE’.
08.06.1990 Repair ‘EMPTY LOAD VALVE’.
08.06.1990 Repair ‘GRADE CONTROL VALVE’.
08.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1990 Repair ‘STEP’.
08.06.1990 Repair ‘TOP CENTRE PLATE’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2939 B’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘TRAIN PIPE (END)’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2939 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2939 B’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2939 B’
06.02.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2939 B’
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ROOX 2939 B’
06.08.1992 Repair ‘END BRAKE COCK’.
06.08.1992 Repair ‘END HOSE’.
06.08.1992 Repair ‘STEP’.
06.08.1992 Repair ‘TRAIN PIPE (END)’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2939 B’
05.07.1993 Repair ‘HANDRAILS END’.
05.07.1993 Repair ‘TRAIN PIPE (END)’.
05.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2939 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2939 B’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2939 B’
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2939 B’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2942

Details: wagon ‘RKTX 2942 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.12.1975
Operating System: AN
Intended Use: STEEL BULK
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Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UO UZ CZ
Return to Service Date: 28.04.1995
Last Brake Cylinder: 11.07.1991
Last Single Car Test: 05.06.1989
Last Lift: 24.05.1982
Cont Max Slots: 3

03.08.1989 Repair ‘HANDRAILS END’.
03.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2942 P’
07.08.1989 Repair ‘STEP’.
07.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2942 P’
29.09.1989 Repair ‘VEHICLE COMPLETE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2942 P’
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2942 P’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.07.1990 Repair ‘HANDRAILS END’.
19.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2942 P’
27.11.1990 Repair ‘BOGIE SPRING’.
27.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2942 P’
02.02.1991 Repair ‘HANDRAILS END’.
02.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2942 P’
16.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2942 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2942 P’

14202



2.670. Wagon classification starting with ‘RKT’

07.11.1991 Repair ‘STEP’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2942 P’
20.02.1992 Repair ‘DOOR LOCK MECHANISM’.
20.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2942 P’
26.02.1993 Repair ‘STEP’.
26.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2942 P’
08.08.1993 Repair ‘HANDRAILS END’.
08.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2942 P’
22.12.1993 Repair ‘HAND RELEASE (AIR)’.
22.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2942 P’
05.01.1994 Repair ‘HAND RELEASE (AIR)’.
05.01.1994 Repair ‘TRAIN PIPE (END)’.
05.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2942 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2942 P’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2942 P’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2953

Details: wagon ‘RKTX 2953 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.12.1975
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 19.12.1995
Last Triple Valve: 23.03.1990
Last Brake Cylinder: 17.06.1991
Last Single Car Test: 04.07.1991
Last Lift: 01.02.1984
Cont Max Slots: 3

16.02.1990 Repair ‘DOOR OPENING MECHANISM’.
16.02.1990 Repair ‘STANCHION’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2953 J’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2953 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.01.1991 Repair ‘HANDRAILS END’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2953 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘DOOR COMPLETE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2953 J’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Repair ‘BRAKE PULL ROD’.
02.07.1991 Repair ‘TRAIN PIPE (END)’.
02.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2953 J’
16.11.1992 Repair ‘DOOR LOCK MECHANISM’.
16.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2953 J’
12.04.1993 Repair ‘STEP’.
12.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2953 J’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
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28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2953 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2953 J’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2953 J’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Stirling North’ with a previous code of wagon

‘ROOX 2953 J’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2957

Details: wagon ‘RKTX 2957 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.01.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK UZ CM CN CO CU
Return to Service Date: 30.11.1995
Due Triple Valve: 16.12.1989
Last Brake Cylinder: 15.01.1992
Last Single Car Test: 19.01.1994
Last Lift: 01.02.1980
Cont Max Slots: 3

14205



2. TIMS GROUP INFORMATION - WAGONS

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1989 Repair ‘SIDE BEARER’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘WEAR PLATES & SADDLES’.
19.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2957 W’
28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2957 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

10.07.1990 Repair ‘STANCHION’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2957 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.04.1991 Repair ‘HANDRAILS END’.
20.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2957 W’
05.08.1991 Repair ‘STANCHION’.
05.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2957 W’
10.12.1991 Repair ‘BRANCH PIPE’.
10.12.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2957 W’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRANCH PIPE’.
15.01.1992 Repair ‘COUPLER KNUCKLE’.
15.01.1992 Repair ‘EMPTY LOAD VALVE’.
15.01.1992 Repair ‘END BRAKE COCK’.
15.01.1992 Repair ‘GRADE CONTROL VALVE’.
15.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1992 Repair ‘RELAY VALVE’.
15.01.1992 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2957 W’
30.06.1993 Repair ‘DOOR COMPLETE’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘ROOX 2957 W’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘HANDRAILS END’.
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2957 W’
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21.01.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2957 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2957 W’
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 2957 W’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 2957 W’
01.06.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2958

Details: wagon ‘RKTX 2958 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 10.02.1995
Last Brake Cylinder: 11.04.1988
Last Single Car Test: 16.10.1989
Last Lift: 01.10.1984
Cont Max Slots: 3

30.07.1989 Repair ‘STEP’.
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30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2958 X’

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRANCH PIPE’.
12.10.1989 Repair ‘TRAIN PIPE (END)’.
12.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2958 X’
16.11.1989 Repair ‘STEP’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2958 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2958 X’
25.01.1991 Repair ‘DOOR HINGES AND PINS’.
25.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2958 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2958 X’
02.10.1992 Repair ‘HANDRAILS END’.
02.10.1992 Repair ‘STEP’.
02.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2958 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 2958 X’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2958 X’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2958 X’

RKTX 2962

Details: wagon ‘RKTX 2962 P’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 28.11.1995
Last Brake Cylinder: 17.02.1992
Last Single Car Test: 15.07.1991
Last Lift: 01.06.1981
Cont Max Slots: 3

27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2962 X’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRAKE LEVER’.
08.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2962 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Repair ‘DOOR HINGES AND PINS’.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
12.06.1990 Repair ‘DOOR OPENING MECHANISM’.
12.06.1990 Repair ‘TRAIN PIPE (END)’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2962 X’
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE STENCILS’.
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01.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘ROOX 2962 X’

09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2962 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘COUPLER COMPLETE’.
08.07.1991 Repair ‘DOOR COMPLETE’.
08.07.1991 Repair ‘DOOR COMPLETE’.
08.07.1991 Repair ‘WEAR PLATES & SADDLES’.
08.07.1991 Repair ‘WEAR PLATES & SADDLES’.
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2962 X’
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2962 X’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘DOOR HINGES AND PINS’.
17.02.1992 Repair ‘DOOR LOCK MECHANISM’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘GRAFFITI REMOVAL’.
17.02.1992 Repair ‘HANDRAILS END’.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Repair ‘WEAR PLATES & SADDLES’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2962 X’
01.06.1992 Repair ‘GRAFFITI REMOVAL’.
01.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2962 X’
18.10.1992 Repair ‘EMPTY LOAD VALVE’.
18.10.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2962 X’
19.10.1992 Repair ‘SIDE STEP’.
19.10.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘ROOX 2962 X’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘EMPTY LOAD VALVE’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
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30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2962 X’
13.11.1992 Repair ‘HANDRAILS END’.
13.11.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2962 X’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER COMPLETE’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2962 X’
09.09.1993 Repair ‘DOOR LOCK MECHANISM’.
09.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2962 X’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2962 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2962 X’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2962 X’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2962 X’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE RECLASSIFY’.
15.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2962 X’
28.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2964

Details: wagon ‘RKTX 2964 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 189
Date Built: 27.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 07.02.1995
Due Triple Valve: 01.12.1987
Last Brake Cylinder: 06.12.1989
Last Single Car Test: 05.10.1993
Last Lift: 24.04.1980
Cont Max Slots: 3

04.09.1989 Repair ‘DOOR COMPLETE’.
04.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2964 D’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘DOOR LOCK MECHANISM’.
05.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1989 Repair ‘VEHICLE STENCILS’.
05.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2964 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

06.01.1991 Repair ‘DOOR HINGES AND PINS’.
06.01.1991 Repair ‘HANDRAILS END’.
06.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2964 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.10.1991 Repair ‘VEHICLE COMPLETE’.
09.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2964 D’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DOOR COMPLETE’.
18.10.1991 Repair ‘SIDE BEARER’.
18.10.1991 Repair ‘TRAIN PIPE’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2964 D’
20.11.1991 Repair ‘DOOR LOCK MECHANISM’.
20.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2964 D’
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16.12.1991 Repair ‘GRADE CONTROL VALVE’.
16.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2964 D’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘DOOR LOCK MECHANISM’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘END HOSE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2964 D’
05.05.1993 Repair ‘HANDBRAKE HANDLE’.
05.05.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2964 D’
09.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2964 D’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘BRAKE PULL ROD’.
30.09.1993 Repair ‘VEHICLE COMPLETE’.
30.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2964 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2964 D’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2964 D’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2964 D’

RKTX 2966

Details: wagon ‘RKTX 2966 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX, EX ROOX 2966V
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 17.10.1995
Last Triple Valve: 04.08.1988
Last Brake Cylinder: 04.08.1988
Last Single Car Test: 04.08.1988
Last Lift: 23.05.1980
Cont Max Slots: 3

15.08.1989 Repair ‘STANCHION’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2966 V’
16.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2966 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.08.1991 Repair ‘STANCHION’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2966 V’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘DOOR LOCK MECHANISM’.
24.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2966 V’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘EMPTY LOAD VALVE’.
13.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.02.1992 Repair ‘HITCH LOCK MECHANISM’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2966 V’
08.07.1993 Repair ‘SIDE STEP’.
08.07.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2966 V’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Belair’ with a previous code of wagon ‘ROOX 2966 V’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2966 V’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2966 V’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2966 V’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2966 V’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2966 V’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2966 V’
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2966 V’
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2966 V’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2966 V’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2966 V’
08.01.1996 Repair ‘VEHICLE RECLASSIFY’.
08.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2966 V’

RKTX 2971

Details: wagon ‘RKTX 2971 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.02.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 20.03.1995
Last Triple Valve: 11.05.1988
Last Brake Cylinder: 17.12.1992
Last Single Car Test: 20.12.1993
Last Lift: 15.01.1980
Cont Max Slots: 3

23.01.1990 Repair ‘DOOR HINGES AND PINS’.
23.01.1990 Repair ‘DOOR OPENING MECHANISM’.
23.01.1990 Repair ‘STANCHION’.
23.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
09.04.1990 Repair ‘DOOR COMPLETE’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘DOOR COMPLETE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1992 Repair ‘STEP’.
17.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2971 H’
12.06.1993 Repair ‘HANDRAILS END’.
12.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2971 H’
16.12.1993 Repair ‘DOOR COMPLETE’.
16.12.1993 Repair ‘STANCHION’.
16.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘END BRAKE COCK’.
18.12.1993 Repair ‘TRAIN PIPE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
03.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2971 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2971 H’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2971 H’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2971 H’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2974

Details: wagon ‘RKTX 2974 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 189
Date Built: 04.02.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 17.06.1996
Last Lift: 16.09.1986
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2974 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
23.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 2974 L’
13.07.1993 Repair ‘DOOR HINGES AND PINS’.
13.07.1993 Repair ‘STANCHION’.
13.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2974 L’
11.08.1993 Repair ‘STEP’.
11.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2974 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2974 L’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.10.1994 Repair ‘VEHICLE RECLASSIFY’.
21.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2974 L’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
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28.03.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 2982

Details: wagon ‘RKTX 2982 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.02.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 02.11.1994
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 19.07.1993
Last Lift: 15.05.1986
Cont Max Slots: 3

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘DOOR LOCK MECHANISM’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘END HOSE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘STANCHION’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2982 B’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
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26.05.1990 Repair ‘DOOR LOCK MECHANISM’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1990 Repair ‘STANCHION’.
26.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘WEAR PLATES & SADDLES’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2982 B’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2982 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.09.1991 Repair ‘DOOR OPENING MECHANISM’.
26.09.1991 Repair ‘STANCHION’.
26.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2982 B’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘DOOR OPENING MECHANISM’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘END BRAKE COCK’.
07.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1992 Repair ‘SIDE STEP’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
07.12.1992 Repair ‘TRAIN PIPE’.
07.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2982 B’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2982 B’
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘DOOR COMPLETE’.
15.05.1993 Repair ‘STANCHION’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
15.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2982 B’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘DOOR LOCK MECHANISM’.
15.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2982 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2982 B’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2982 B’

RKTX 2984

Details: wagon ‘RKTX 2984 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.03.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 29.04.1995
Last Brake Cylinder: 11.12.1991
Last Single Car Test: 29.05.1992
Last Lift: 11.03.1983
Cont Max Slots: 3

05.01.1990 Repair ‘STANCHION’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2984 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1991 Repair ‘BRAKE LEVER’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘DOOR COMPLETE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘END HOSE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1991 Repair ‘RELAY VALVE’.
11.12.1991 Repair ‘TRAIN PIPE (END)’.
11.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2984 T’
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
25.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.04.1992 Repair ‘STRIKING CASTING’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2984 T’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘END HOSE’.
20.05.1992 Repair ‘VEHICLE STENCILS’.
20.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2984 T’
14.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2984 T’
18.11.1993 Repair ‘HANDRAILS END’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2984 T’
19.12.1993 Repair ‘TRAIN PIPE (END)’.
19.12.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2984 T’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2984 T’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2984 T’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2984 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2984 T’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 2984 T’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 2991

Details: wagon ‘RKTX 2991 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE WK UZ CZ
Return to Service Date: 10.09.1995
Due Triple Valve: 01.04.1996
Last Single Car Test: 03.10.1991
Last Lift: 26.11.1982
Cont Max Slots: 3

03.07.1989 Repair ‘DOOR LOCK MECHANISM’.
03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2991 A’
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2991 A’
16.11.1989 Repair ‘HANDRAILS’.
16.11.1989 Repair ‘HANDRAILS END’.
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16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2991 A’

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

02.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2991 A’
27.08.1990 Repair ‘VEHICLE COMPLETE’.
27.08.1990 Repair ‘VEHICLE STENCILS’.
27.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2991 A’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2991 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘HANDRAILS END’.
02.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2991 A’
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2991 A’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.09.1991 Repair ‘STRIKING CASTING’.
10.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1991 Repair ‘WEAR PLATES & SADDLES’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2991 A’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘DOOR OPENING MECHANISM’.
30.09.1991 Repair ‘TRAIN PIPE’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2991 A’
12.03.1994 Repair ‘BOGIE COMPLETE’.
12.03.1994 Repair ‘CARD OR CLIP HOLDER’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2991 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2991 A’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
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SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2991 A’
21.06.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 3000

Details: wagon ‘RKTX 3000 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 15.04.1996
Due Triple Valve: 01.05.1993
Last Brake Cylinder: 01.05.1992
Last Single Car Test: 01.09.1992
Last Lift: 07.05.1986
Cont Max Slots: 3

22.10.1989 Repair ‘STEP’.
22.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 3000 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.02.1991 Repair ‘HANDRAILS END’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3000 A’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 3000 A’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE COMPLETE’.
24.08.1992 Repair ‘COUPLER COMPLETE’.
24.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3000 A’
15.01.1993 Repair ‘STEP’.
15.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3000 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3000 A’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3000 A’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3000 A’
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3000 A’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 3000 A’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 3004

Details: wagon ‘RKTX 3004 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 12.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO CZ UZ
Return to Service Date: 14.11.1995
Last Single Car Test: 24.02.1988
Cont Max Slots: 3

05.03.1990 Repair ‘HANDRAILS END’.
05.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3004 N’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘STRIKING CASTING’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3004 N’
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3004 N’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.09.1990 Repair ‘HANDRAILS’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3004 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.05.1991 Repair ‘STRIKING CASTING’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3004 N’
01.07.1993 Repair ‘HANDRAILS END’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3004 N’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘DOOR LOCK MECHANISM’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
22.10.1993 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3004 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3004 N’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3004 N’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE RECLASSIFY’.
11.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3004 N’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 3005

Details: wagon ‘RKTX 3005 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 17.04.1996
Due Triple Valve: 01.03.1997
Last Brake Cylinder: 26.04.1991
Last Single Car Test: 31.08.1990
Last Lift: 01.12.1984
Cont Max Slots: 3

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘DOOR HINGES AND PINS’.
24.11.1989 Repair ‘DOOR OPENING MECHANISM’.
24.11.1989 Repair ‘END BRAKE COCK’.
24.11.1989 Repair ‘HANDRAILS END’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3005 W’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

25.07.1990 Repair ‘HANDRAILS END’.
25.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3005 W’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PULL ROD’.
27.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘TRAIN PIPE (END)’.
27.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3005 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 3005 W’
03.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3005 W’
13.08.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3005 W’

14229



2. TIMS GROUP INFORMATION - WAGONS

03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3005 W’
24.04.1992 Repair ‘DOOR LOCK MECHANISM’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3005 W’
14.08.1992 Repair ‘STEP’.
14.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 3005 W’
15.09.1993 Repair ‘DOOR COMPLETE’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3005 W’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 3005 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE RECLASSIFY’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3005 W’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROOX 3005 W’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 3007

Details: wagon ‘RKTX 3007 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
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BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ WK CM CN CO CU
Return to Service Date: 20.09.1995
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 01.09.1982
Cont Max Slots: 3

15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3007 R’
22.02.1990 Repair ‘END HOSE’.
22.02.1990 Repair ‘HANDRAILS END’.
22.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3007 R’
15.03.1990 Repair ‘STEP’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3007 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘DOOR LOCK MECHANISM’.
11.07.1990 Repair ‘EMPTY LOAD VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘WEAR PLATES & SADDLES’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3007 R’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘DOOR COMPLETE’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘END BRAKE COCK’.
17.04.1991 Repair ‘END HOSE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3007 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.05.1991 Repair ‘STEP’.
11.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3007 R’
28.05.1991 Repair ‘DOOR COMPLETE’.
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28.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 3007 R’

04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3007 R’
02.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3007 R’
23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
23.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 3007 R’
30.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘ROOX 3007 R’
01.07.1993 Repair ‘STEP’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3007 R’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3007 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3007 R’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3007 R’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3007 R’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 3012

Details: wagon ‘RKTX 3012 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AE WK UZ CZ
Return to Service Date: 02.12.1995
Due Triple Valve: 01.03.1997
Last Lift: 23.03.1987
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3012 D’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3012 D’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 3021

Details: wagon ‘RKTX 3021 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI

Capacity of 52 tonnes

Fleet Grp Code: AE UZ UO CM CN CO CU
Return to Service Date: 08.06.1996
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 28.07.1993
Last Lift: 14.07.1980
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3021 C’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Repair ‘STANCHION’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3021 C’
17.08.1992 Repair ‘STRIKING CASTING’.
17.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3021 C’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘HEADSTOCK’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
17.03.1993 Repair ‘WEAR PLATES & SADDLES’.
17.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 3021 C’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘DOOR LOCK MECHANISM’.
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27.07.1993 Repair ‘END BRAKE COCK’.
27.07.1993 Repair ‘TRAIN PIPE’.
27.07.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3021 C’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3021 C’
26.01.1994 Repair ‘TRAIN PIPE (END)’.
26.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 3021 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3021 C’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3021 C’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3021 C’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.

RKTX 3023

Details: wagon ‘RKTX 3023 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.05.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
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BSG Code: FXKI

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO CZ
Return to Service Date: 17.04.1995
Due Triple Valve: 10.09.1997
Last Brake Cylinder: 01.02.1994
Last Single Car Test: 01.02.1994
Cont Max Slots: 3

31.10.1989 Repair ‘DOOR OPENING MECHANISM’.
31.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3023 U’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

19.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3023 U’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE FRICTION WEDGE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3023 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3023 U’
23.09.1991 Repair ‘STEP’.
23.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3023 U’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3023 U’
25.06.1993 Repair ‘STANCHION’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3023 U’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘COUPLER COMPLETE’.
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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27.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘WEAR PLATES & SADDLES’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3023 U’
07.09.1993 Repair ‘SIDE STEP’.
07.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 3023 U’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
28.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1994 Repair ‘VEHICLE STENCILS’.
28.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 3023 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 3023 U’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3023 U’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 3033

Details: wagon ‘RKTX 3033 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.05.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX ROOX
BSG Code: FXKI
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO CM CN CO CU
Return to Service Date: 29.12.1995
Last Brake Cylinder: 22.04.1991
Last Single Car Test: 17.02.1991
Last Lift: 09.02.1978
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3033 F’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘SIDE BEARER’.
31.08.1990 Repair ‘TRAIN PIPE (END)’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3033 F’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER COMPLETE’.
14.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.02.1991 Repair ‘DOOR OPENING MECHANISM’.
14.02.1991 Repair ‘DRAFT GEAR POCKET’.
14.02.1991 Repair ‘END BRAKE COCK’.
14.02.1991 Repair ‘END HOSE’.
14.02.1991 Repair ‘HANDRAILS END’.
14.02.1991 Repair ‘SIDE BEARER’.
14.02.1991 Repair ‘SIDE SHEET’.
14.02.1991 Repair ‘TOP CENTRE PLATE’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
14.02.1991 Repair ‘TRAIN PIPE’.
14.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1991 Repair ‘YOKE COMPLETE’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3033 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
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22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘STANCHION’.
22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3033 F’
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.08.1991 Repair ‘VEHICLE STENCILS’.
27.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3033 F’
27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3033 F’
25.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3033 F’
26.02.1992 Repair ‘DOOR LOCK MECHANISM’.
26.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3033 F’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘EMPTY LOAD VALVE’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3033 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3033 F’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3033 F’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTX 4060

Details: wagon ‘RKTX 4060 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 189
Date Built: 13.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UO UZ CM CN CO CU
Return to Service Date: 21.12.1995
Due Triple Valve: 01.08.1997
Last Brake Cylinder: 08.05.1991
Last Lift: 14.10.1980
Cont Max Slots: 3

16.07.1989 Repair ‘END HOSE’.
16.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 4060 X’
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 4060 X’
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘DOOR OPENING MECHANISM’.
12.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 4060 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘CARD OR CLIP HOLDER’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 4060 X’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘TRAIN PIPE (END)’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 4060 X’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE PULL ROD’.
11.10.1991 Repair ‘STEP’.
11.10.1991 Repair ‘TRAIN PIPE (END)’.
11.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 4060 X’
22.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1992 Repair ‘COUPLER KNUCKLE’.
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22.08.1992 Repair ‘HANDRAILS END’.
22.08.1992 Repair ‘VEHICLE COMPLETE’.
22.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 4060 X’
08.10.1992 Repair ‘END BRAKE COCK’.
08.10.1992 Repair ‘END HOSE’.
08.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 4060 X’
11.12.1992 Repair ‘END BRAKE COCK’.
11.12.1992 Repair ‘END HOSE’.
11.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 4060 X’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘TRAIN PIPE (END)’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 4060 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROOX 4060 X’
14.10.1994 Alteration complete ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY

SECURING DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN
SAME NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE RECLASSIFY’.
14.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 4060 X’
21.12.1995 Repair ‘VEHICLE COMPLETE’.

RKTY 2142

19.10.1994 Reclassified from wagon ‘RKTY 2142 Q’ to ’ wagon ‘RKTF 2142 J’.

RKTY 2147

19.10.1994 Reclassified from wagon ‘RKTY 2147 P’ to ’ wagon ‘RKTF 2147 X’.

RKTY 2163

21.09.1994 Reclassified from wagon ‘RKTY 2163 S’ to ’ wagon ‘RKTF 2163 L’.

RKTY 2304

30.09.1994 Reclassified from wagon ‘RKTY 2304 Q’ to ’ wagon ‘RKTF 2304 J’.

RKTY 2312

30.08.1994 Reclassified from wagon ‘RKTY 2312 G’ to ’ wagon ‘RKTF 2312 W’.
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RKTY 2522

23.09.1994 Reclassified from wagon ‘RKTY 2522 F’ to ’ wagon ‘RKTF 2522 V’.

RKTY 2526

19.10.1994 Reclassified from wagon ‘RKTY 2526 S’ to ’ wagon ‘RKTF 2526 L’.

RKTY 2565

30.09.1994 Reclassified from wagon ‘RKTY 2565 S’ to ’ wagon ‘RKTF 2565 L’.

RKTY 2909

19.10.1994 Reclassified from wagon ‘RKTY 2909 L’ to ’ wagon ‘RKTF 2909 E’.

RKTY 2925

20.09.1994 Reclassified from wagon ‘RKTY 2925 Y’ to ’ wagon ‘RKTF 2925 H’.

RKTY 2933

23.09.1994 Reclassified from wagon ‘RKTY 2933 E’ to ’ wagon ‘RKTF 2933 U’.

RKTY 2955

19.10.1994 Reclassified from wagon ‘RKTY 2955 P’ to ’ wagon ‘RKTF 2955 X’.

RKTY 2969

23.09.1994 Reclassified from wagon ‘RKTY 2969 N’ to ’ wagon ‘RKTF 2969 G’.

RKTY 2998

05.11.1994 Reclassified from wagon ‘RKTY 2998 F’ to ’ wagon ‘RKTF 2998 V’.

RKTY 3024

23.09.1994 Reclassified from wagon ‘RKTY 3024 R’ to ’ wagon ‘RKTF 3024 K’.

RKTY 3025

23.09.1994 Reclassified from wagon ‘RKTY 3025 D’ to ’ wagon ‘RKTF 3025 T’.

RKTY 4015

31.08.1994 Reclassified from wagon ‘RKTY 4015 B’ to ’ wagon ‘RKTF 4015 R’.

RKTY 4020

06.09.1994 Reclassified from wagon ‘RKTY 4020 K’ to ’ wagon ‘RKTF 4020 D’.
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RKTY 4125

30.08.1994 Reclassified from wagon ‘RKTY 4125 Q’ to ’ wagon ‘RKTF 4125 J’.

RKTY 4128

23.09.1994 Reclassified from wagon ‘RKTY 4128 U’ to ’ wagon ‘RKTF 4128 N’.

RKTY 4136

20.09.1994 Reclassified from wagon ‘RKTY 4136 K’ to ’ wagon ‘RKTF 4136 D’.

RKTY 4156

19.10.1994 Reclassified from wagon ‘RKTY 4156 D’ to ’ wagon ‘RKTF 4156 T’.

2.671 Wagon classification starting with ‘RKU’

RKUX 46

Details: wagon ‘RKUX 46 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROBX 46 G’
25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 46 G’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:

‘RKUX’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKUX 51

Details: wagon ‘RKUX 51 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 51 E
BSG Code: VXOI

Capacity of 51 tonnes

06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 51 E’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.

RKUX 52

Details: wagon ‘RKUX 52 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 52 N
BSG Code: VXOI

Capacity of 51 tonnes
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26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 52 N’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 53

Details: wagon ‘RKUX 53 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 53 W
BSG Code: VXOI

Capacity of 51 tonnes

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 53 W’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 54

Details: wagon ‘RKUX 54 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 54
BSG Code: VXOI

Capacity of 51 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 54 X’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 55

Details: wagon ‘RKUX 55 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 55 R
BSG Code: VXOI

Capacity of 51 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 55 R’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKUX 56

Details: wagon ‘RKUX 56 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 56 D
BSG Code: VXOI

Capacity of 51 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 56 D’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 57

Details: wagon ‘RKUX 57 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 57 M
BSG Code: VXOI

Capacity of 51 tonnes
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04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 57 M’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 58

Details: wagon ‘RKUX 58 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 58 V
BSG Code: VXOI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 58 V’
11.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 59

Details: wagon ‘RKUX 59 V’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 59 H
BSG Code: VXOI

Capacity of 51 tonnes

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 59 H’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 60

Details: wagon ‘RKUX 60 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 60 D
BSG Code: VXOI

Capacity of 51 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VKOX 60 D’

24.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 61

Details: wagon ‘RKUX 61 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 61 M
BSG Code: VXOI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 61 M’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 62

Details: wagon ‘RKUX 62 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 62 V
BSG Code: VXOI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 62 V’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 63

Details: wagon ‘RKUX 63 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 63 H
BSG Code: VXOI

Capacity of 51 tonnes

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 63 H’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 64

Details: wagon ‘RKUX 64 H’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 64 Q
BSG Code: VXOI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 64 Q’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 65

Details: wagon ‘RKUX 65 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 65 C
BSG Code: VXOI

Capacity of 51 tonnes

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 65 C’
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 66

Details: wagon ‘RKUX 66 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 66 L
BSG Code: VXOI

Capacity of 51 tonnes

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 66 L’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 67

Details: wagon ‘RKUX 67 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: STEEL BULK
Remarks: EX VKOX 67 U
BSG Code: VXOI

Capacity of 51 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 67 U’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 68

Details: wagon ‘RKUX 68 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 68 G
BSG Code: VXOI

Capacity of 51 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 68 G’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
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RKUX 69

Details: wagon ‘RKUX 69 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 69 P
BSG Code: VXOI

Capacity of 51 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 69 P’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 70

Details: wagon ‘RKUX 70 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 70 L
BSG Code: VXOI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VKOX 70 L’

03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 71

Details: wagon ‘RKUX 71 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 71 U
BSG Code: VXOZ

Capacity of 51 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 71 U’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 72

Details: wagon ‘RKUX 72 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 72 G
BSG Code: VXOZ

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 72 G’
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 73

Details: wagon ‘RKUX 73 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 73 P
BSG Code: VXOI

Capacity of 51 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 73 P’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKUX 74

Details: wagon ‘RKUX 74 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 74 B
BSG Code: VXOI

Capacity of 51 tonnes

11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 74 B’
18.06.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 75

Details: wagon ‘RKUX 75 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX VKOX 75 K
BSG Code: VXOZ

Capacity of 51 tonnes

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 75 K’
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 77

Details: wagon ‘RKUX 77 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 77 F
BSG Code: VXOI

Capacity of 51 tonnes

15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 77 F’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
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RKUX 78

Details: wagon ‘RKUX 78 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 78 Y
BSG Code: VXOI

Capacity of 51 tonnes

29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 78 Y’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.

RKUX 80

Details: wagon ‘RKUX 80 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 80 T
BSG Code: VXOI

Capacity of 51 tonnes

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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10.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VKOX 80 T’

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 81

Details: wagon ‘RKUX 81 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 81 F
BSG Code: VXOI

Capacity of 51 tonnes

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 81 F’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 82

Details: wagon ‘RKUX 82 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VKOX 82 Y
BSG Code: VXOI

Capacity of 51 tonnes

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VKOX 82 Y’
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 117

Details: wagon ‘RKUX 117 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 117 Y’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:

‘RKUX’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

14262



2.671. Wagon classification starting with ‘RKU’

RKUX 120

Details: wagon ‘RKUX 120 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX / ROBX 120 M
BSG Code: VXOZ

Capacity of 51 tonnes

08.06.1995 Repair ‘VEHICLE RECLASSIFY’.
08.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 120 M’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.

RKUX 156

Details: wagon ‘RKUX 156 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

25.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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25.01.1995 Issued at location ‘Melbourne’ with a previous code of wagon ‘VOFX 156 Y’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:

‘RKUX’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 226

Details: wagon ‘RKUX 226 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

10.04.1993 Repair ‘HANDRAILS’.
10.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 226 E’
11.05.1993 Repair ‘DRAFT GEAR POCKET’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 226 E’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 226 E’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘WHEEL SET’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 226 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:

‘RKUX’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 226 E’
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03.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘ROBX 226 E’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 280

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:
‘RKUX’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.10.1995 Reclassified from wagon ‘RKUX 280 B’ to ’ wagon ‘ROBX 280 V’.

RKUX 433

Details: wagon ‘RKUX 433 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:
‘RKUX’.

01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 433 W’
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 433 W’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKUX 442

Details: wagon ‘RKUX 442 B’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE SPRING’.
14.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROBX 442 V’
27.10.1991 Repair ‘HANDRAILS END’.
27.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 442 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 442 V’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 442 V’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 442 V’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 442 V’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:

‘RKUX’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 442 V’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RKUX 447

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 447 U’
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKUX. (NRC069)’. New class:
‘RKUX’.

03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘ROBX 447 U’
09.05.1995 Reclassified from wagon ‘RKUX 447 A’ to ’ wagon ‘RKLX 447 T’.

2.672 Wagon classification starting with ‘RKV’

RKVX 33079

Details: wagon ‘RKVX 33079 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOSF
BSG Code: WSOZ

Capacity of 51.3 tonnes

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSF 33079 F’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKVX 33121

Details: wagon ‘RKVX 33121 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33121
BSG Code: WXOI

Capacity of 51.3 tonnes

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WOSF 33121 P’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘BRAKE PULL ROD’.
27.04.1992 Repair ‘COUPLER COMPLETE’.
27.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOSF 33121 P’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WOSF 33121 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘.

(NRC043)’. New class: ‘RKVX’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘WOSF 33121 P’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKVX 33173

Details: wagon ‘RKVX 33173 D’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33173
BSG Code: WSOI

Capacity of 51.3 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘.
(NRC043)’. New class: ‘RKVX’.

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘WOSF 33173 E’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKVX 33213

Details: wagon ‘RKVX 33213 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33213
BSG Code: WSOI

Capacity of 51.3 tonnes
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18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BRANCH PIPE’.
18.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOSF 33213 J’
23.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘WOSF 33213 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘.

(NRC043)’. New class: ‘RKVX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Port Waratah’ with a previous code of wagon

‘WOSF 33213 J’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKVX 33216

Details: wagon ‘RKVX 33216 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33216
BSG Code: WSOI

Capacity of 51.3 tonnes

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Repair ‘TRAIN PIPE’.
26.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOSF 33216 N’
01.10.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.

14270



2.673. Wagon classification starting with ‘RKW’

01.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
‘WOSF 33216 N’

12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘WHEEL SET’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOSF 33216 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘.

(NRC043)’. New class: ‘RKVX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon

‘WOSF 33216 N’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

2.673 Wagon classification starting with ‘RKW’

RKWF 1

Details: wagon ‘RKWF 1 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.09.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 25.10.1995
Due Triple Valve: 01.09.1996
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 16.11.1993
Last Lift: 04.09.1986

20.06.1986 Alteration complete ‘MODIFY ONE WAGON FOR STEEL TRANSPORT
ONE AOOX (TO BE SELECTED) (RS4131)’.

18.08.1989 Repair ‘HANDRAILS END’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 1 L’
08.01.1990 Repair ‘HANDRAILS END’.
08.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 1 L’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘TRAIN PIPE (END)’.
31.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 1 L’
25.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
25.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1 L’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Repair ‘END HOSE’.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘STEP’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1 L’
04.04.1991 Repair ‘HANDRAILS END’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 1 L’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1 L’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BEARERS’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1992 Repair ‘SIDE BEARER’.
01.07.1992 Repair ‘TOP CENTRE PLATE’.
01.07.1992 Repair ‘TRAIN PIPE’.
01.07.1992 Repair ‘VEHICLE RECLASSIFY’.
01.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1 L’

14272



2.673. Wagon classification starting with ‘RKW’

17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1992 Repair ‘BRAKE LEVER’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1992 Repair ‘TOP CENTRE PLATE’.
17.09.1992 Repair ‘WHEEL SET’.
17.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 1 L’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1992 Repair ‘TRAIN PIPE (END)’.
12.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 1 L’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘CARD OR CLIP HOLDER’.
11.11.1993 Repair ‘CENTRE SILL’.
11.11.1993 Repair ‘END BRAKE COCK’.
11.11.1993 Repair ‘END COMPLETE’.
11.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1993 Repair ‘SIDE BEARER’.
11.11.1993 Repair ‘STEP’.
11.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 1 L’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RKWY 1 L’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 2

Details: wagon ‘RKWF 2 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.10.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 08.08.1996
Due Triple Valve: 01.03.1994
Last Brake Cylinder: 04.06.1992
Last Single Car Test: 07.02.1994
Last Lift: 11.12.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘TRAIN PIPE (END)’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘END BRAKE COCK’.
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18.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
12.08.1990 Repair ‘HANDRAILS’.
12.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 2 U’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘BRAKE PULL ROD’.
15.04.1991 Repair ‘COUPLER COMPLETE’.
15.04.1991 Repair ‘LADDER’.
15.04.1991 Repair ‘YOKE COMPLETE’.
15.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRANCH PIPE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.12.1991 Repair ‘END HOSE’.
03.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1991 Repair ‘WEAR PLATES & SADDLES’.
03.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘END COMPLETE’.
04.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2 U’
12.06.1992 Repair ‘VEHICLE COMPLETE’.
12.06.1992 Repair ‘VEHICLE STENCILS’.
12.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
03.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
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04.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BEARERS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘END COMPLETE’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Repair ‘HANDRAILS’.
26.05.1993 Repair ‘HANDRAILS END’.
26.05.1993 Repair ‘STANCHION’.
26.05.1993 Repair ‘STEP’.
26.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2 U’
16.08.1993 Repair ‘STEP’.
16.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRAKE BLOCK OTHER’.
05.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 2 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2 U’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 3

Details: wagon ‘RKWF 3 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.12.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 18.01.1996
Last Triple Valve: 12.08.1991
Last Brake Cylinder: 24.06.1992
Last Single Car Test: 07.10.1993

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
12.07.1990 Repair ‘HANDRAILS’.
12.07.1990 Repair ‘HANDRAILS END’.
12.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 3 G’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
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SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

04.06.1991 Repair ‘BOGIE SPRING’.
04.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1991 Repair ‘BOGIE COMPLETE’.
08.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1991 Repair ‘COUPLER COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.08.1991 Repair ‘RELAY VALVE’.
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
01.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘VEHICLE STENCILS’.
03.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BEARERS’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘EMPTY LOAD VALVE’.
23.06.1992 Repair ‘END COMPLETE’.
23.06.1992 Repair ‘GRADE CONTROL VALVE’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.06.1992 Repair ‘TOP CENTRE PLATE’.
23.06.1992 Repair ‘TRAIN PIPE’.
23.06.1992 Repair ‘VEHICLE RECLASSIFY’.
23.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘COUPLER COMPLETE’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘YOKE COMPLETE’.
18.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘TRAIN PIPE (END)’.
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01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 3 G’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BEARERS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1993 Repair ‘END COMPLETE’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3 G’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3 G’
18.11.1993 Repair ‘BRAKE BLOCK OTHER’.
18.11.1993 Repair ‘TRAIN PIPE (END)’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 3 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 3 G’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 3 G’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Osborne’ with a previous code of wagon ‘RKWY 3 G’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 5

Details: wagon ‘RKWF 5 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.11.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 12.07.1996
Due Triple Valve: 01.07.1991
Last Brake Cylinder: 23.03.1990
Last Single Car Test: 13.12.1993
Last Lift: 11.12.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
29.09.1989 Repair ‘HANDRAILS END’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 5 B’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
16.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RKWY 5 B’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘END HOSE’.
24.04.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 5 B’
12.08.1990 Repair ‘HANDRAILS END’.
12.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 5 B’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1991 Repair ‘BRAKE BLOCK RB95’.
02.01.1991 Repair ‘BRAKE PULL ROD’.
02.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1991 Repair ‘END BRAKE COCK’.
02.01.1991 Repair ‘END HOSE’.
02.01.1991 Repair ‘TRAIN PIPE (END)’.
02.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1991 Repair ‘WEAR PLATES & SADDLES’.
02.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

11.09.1991 Repair ‘HANDRAILS END’.
11.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 5 B’
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 5 B’
28.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 5 B’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

08.12.1992 Repair ‘END BRAKE COCK’.
08.12.1992 Repair ‘SIDE STEP’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘RKWY 5 B’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BRAKE PULL ROD’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.

14281



2. TIMS GROUP INFORMATION - WAGONS

17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘TRAIN PIPE (END)’.
17.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘END COMPLETE’.
09.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1993 Repair ‘HANDBRAKE HANDLE’.
09.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1993 Repair ‘STANCHION’.
09.09.1993 Repair ‘WEAR PLATES & SADDLES’.
09.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 5 B’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE BLOCK RB101’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 5 B’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RKWY 5 B’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
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05.03.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 6

Details: wagon ‘RKWF 6 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.04.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 06.06.1996
Due Triple Valve: 01.12.1997
Last Triple Valve: 26.01.1993
Last Brake Cylinder: 13.07.1990
Last Single Car Test: 10.08.1993
Last Lift: 11.12.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Repair ‘END HOSE’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Issued at location ‘Nantawarra’ with a previous code of wagon ‘RKWY 6 K’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘SIDE MEMBER’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
06.11.1989 Repair ‘HANDRAILS END’.
06.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 6 K’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
31.03.1990 Repair ‘STEP’.
31.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 6 K’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE PULL ROD’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE SPRING’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.12.1990 Repair ‘RELAY VALVE’.
11.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘EMPTY LOAD VALVE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘HANDRAILS’.
06.05.1991 Repair ‘STANCHION’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

19.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
14.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 6 K’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BEARERS’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1992 Repair ‘SIDE BEARER’.
02.03.1992 Repair ‘VEHICLE RECLASSIFY’.
02.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 6 K’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE LEVER’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
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07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
07.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 6 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.12.1992 Repair ‘STANCHION’.
01.12.1992 Repair ‘TRAIN PIPE (END)’.
01.12.1992 Repair ‘TRAIN PIPE’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BRAKE PULL ROD’.
21.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.01.1993 Repair ‘RELAY VALVE’.
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘BRANCH PIPE’.
02.04.1993 Repair ‘CENTRE SILL’.
02.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
10.06.1993 Repair ‘HANDRAILS’.
10.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 6 K’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BRAKE BLOCK RB101’.
06.08.1993 Repair ‘BRAKE LEVER’.
06.08.1993 Repair ‘END COMPLETE’.
06.08.1993 Repair ‘END HOSE’.
06.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1993 Repair ‘HANDBRAKE HANDLE’.
06.08.1993 Repair ‘HANDRAILS’.
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06.08.1993 Repair ‘HOSE FITTINGS’.
06.08.1993 Repair ‘SIDE BEARER’.
06.08.1993 Repair ‘STANCHION’.
06.08.1993 Repair ‘STEP’.
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 6 K’
06.01.1994 Repair ‘STEP’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 6 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 6 K’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE RECLASSIFY’.
02.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 6 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKWY 6 K’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 7

Details: wagon ‘RKWF 7 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.05.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.03.1996
Due Triple Valve: 01.03.1997
Last Single Car Test: 15.12.1993
Last Lift: 25.03.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

09.01.1991 Repair ‘CENTRE SILL’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘TRAIN PIPE (END)’.
09.01.1991 Repair ‘TRAIN PIPE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 7 T’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

08.08.1991 Repair ‘END SILL’.
08.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 7 T’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘TRAIN PIPE’.
09.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 7 T’
13.09.1991 Repair ‘STEP’.
13.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE SPRING’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BEARERS’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘END COMPLETE’.
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘TOP CENTRE PLATE’.
27.04.1992 Repair ‘TRAIN PIPE’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 7 T’
05.11.1992 Repair ‘HANDRAILS’.
05.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 7 T’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BEARERS’.
19.02.1993 Repair ‘BOGIE COMPLETE’.
19.02.1993 Repair ‘END COMPLETE’.
19.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 7 T’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE BLOCK RB101’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘BRANCH PIPE’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.03.1994 Repair ‘STEP’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 7 T’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 8

Details: wagon ‘RKWF 8 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.02.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes
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Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 01.07.1995
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 30.03.1993
Last Lift: 20.08.1981

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

20.07.1989 Repair ‘HANDRAILS END’.
20.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 8 F’
29.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 8 F’
07.08.1990 Repair ‘HANDBRAKE HANDLE’.
07.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 8 F’
11.02.1991 Repair ‘HANDRAILS’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 8 F’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘END HOSE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘STEP’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 8 F’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 8 F’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BEARINGS’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘STANCHION’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
29.07.1991 Repair ‘WEAR PLATES & SADDLES’.
29.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 8 F’
17.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 8 F’
22.04.1992 Repair ‘BOGIE BEARERS’.
22.04.1992 Repair ‘END SHEETING’.
22.04.1992 Repair ‘HANDRAILS END’.
22.04.1992 Repair ‘VEHICLE RECLASSIFY’.
22.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 8 F’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘END COMPLETE’.
23.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1992 Repair ‘TOP CENTRE PLATE’.
23.04.1992 Repair ‘TRAIN PIPE’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 8 F’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘END COMPLETE’.
12.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 8 F’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Repair ‘WEAR PLATES & SADDLES’.
04.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 8 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BRAKE PULL ROD’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1993 Repair ‘STEP’.
17.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 8 F’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARERS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.06.1993 Repair ‘END COMPLETE’.
08.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 8 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
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08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 8 F’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKWY 8 F’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

26.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 10

Details: wagon ‘RKWF 10 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.07.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 03.08.1996
Last Triple Valve: 20.12.1993
Last Single Car Test: 20.12.1993
Last Lift: 25.07.1979
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15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1989 Repair ‘HANDRAILS END’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 10 K’
12.01.1990 Repair ‘HANDRAILS’.
12.01.1990 Repair ‘HANDRAILS END’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 10 K’
23.07.1990 Repair ‘STEP’.
23.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 10 K’
18.09.1990 Repair ‘STEP’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 10 K’
01.11.1990 Repair ‘STEP’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 10 K’
18.02.1991 Repair ‘BOGIE BEARINGS’.
18.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 10 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BEARERS’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1992 Repair ‘SIDE BEARER’.
30.03.1992 Repair ‘VEHICLE RECLASSIFY’.
30.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 10 K’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1992 Repair ‘BRAKE PULL ROD’.
16.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 10 K’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘CENTRE SILL’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 10 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
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WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BEARERS’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘END COMPLETE’.
18.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1993 Repair ‘STANCHION’.
18.06.1993 Repair ‘STEP’.
18.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 10 K’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BRAKE PULL ROD’.
18.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.12.1993 Repair ‘UNDERFRAME COMPLETE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 10 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKWY 10 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 10 K’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 11

Details: wagon ‘RKWF 11 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 19.08.1996
Due Triple Valve: 01.12.1997
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 13.01.1994
Last Lift: 11.12.1987

15.09.1987 Alteration complete ‘MODIFY 10 AOOX WAGONS FOR STEEL TRAFFIC.
RECLASSIFY AKOX 2 - 11. AOOX AS SELECTED. (RS4227)’. New class: ‘AKOX’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE PULL ROD’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘END HOSE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘HANDRAILS END’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 11 T’
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 11 T’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘END BRAKE COCK’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1990 Repair ‘HANDRAILS END’.
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15.01.1990 Repair ‘ISOLATING COCK’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 11 T’
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 11 T’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 11 T’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘TRAIN PIPE (END)’.
22.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 11 T’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BEARERS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘DRAFT GEAR POCKET’.
20.05.1992 Repair ‘END BRAKE COCK’.
20.05.1992 Repair ‘END COMPLETE’.
20.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1992 Repair ‘TOP CENTRE PLATE’.
20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 11 T’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1993 Repair ‘TRAIN PIPE (END)’.
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08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 11 T’

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1993 Repair ‘STEP’.
08.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 11 T’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BRAKE BLOCK OTHER’.
28.05.1993 Repair ‘BRAKE LEVER’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 11 T’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘END BRAKE COCK’.
23.08.1993 Repair ‘END COMPLETE’.
23.08.1993 Repair ‘END HOSE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘HANDBRAKE HANDLE’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 11 T’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1994 Repair ‘BRAKE PULL ROD’.
13.01.1994 Repair ‘DRAFT GEAR POCKET’.
13.01.1994 Repair ‘TRAIN PIPE (END)’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 11 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 11 T’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 11 T’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE RECLASSIFY’.
08.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 11 T’

14297



2. TIMS GROUP INFORMATION - WAGONS

24.10.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 12

Details: wagon ‘RKWF 12 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.12.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.08.1996
Last Triple Valve: 21.10.1991
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 22.11.1993
Last Lift: 08.05.1974

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
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NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE SPRING’.
23.11.1989 Repair ‘BOGIE SPRING’.
23.11.1989 Repair ‘BOGIE SPRING’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘HANDBRAKE HANDLE’.
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Repair ‘STANCHION’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 12 F’
27.03.1990 Repair ‘HANDBRAKE HANDLE’.
27.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 12 F’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘COUPLER KNUCKLE’.
06.03.1991 Repair ‘EMPTY LOAD VALVE’.
06.03.1991 Repair ‘WHEEL SET’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 12 F’
03.04.1991 Repair ‘BOGIE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 12 F’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.10.1991 Repair ‘EMPTY LOAD VALVE’.
18.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 12 F’
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 12 F’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BEARERS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘END COMPLETE’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘VEHICLE RECLASSIFY’.
17.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 12 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
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BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BEARERS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘END COMPLETE’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘HANDRAILS’.
30.07.1993 Repair ‘STANCHION’.
30.07.1993 Repair ‘STEP’.
30.07.1993 Repair ‘TRAIN PIPE (END)’.
30.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 12 F’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 12 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKWY 12 F’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 12 F’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 13

Details: wagon ‘RKWF 13 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.10.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.07.1996
Last Triple Valve: 07.03.1988
Last Brake Cylinder: 07.03.1988
Last Single Car Test: 02.03.1994
Last Lift: 01.12.1980

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 13 Y’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BRAKE BLOCK RB95’.
05.02.1990 Repair ‘BRAKE PULL ROD’.
05.02.1990 Repair ‘TRAIN PIPE (END)’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.09.1990 Repair ‘HANDRAILS END’.
14.09.1990 Repair ‘SIDE MEMBER’.
14.09.1990 Repair ‘STEP’.
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14.09.1990 Repair ‘TRAIN PIPE (END)’.
14.09.1990 Repair ‘TRAIN PIPE’.
14.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1990 Repair ‘WEAR PLATES & SADDLES’.
14.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1991 Repair ‘COUPLER COMPLETE’.
30.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 13 Y’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 13 Y’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
29.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 13 Y’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

16.04.1993 Repair ‘EMPTY LOAD VALVE’.
16.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BEARERS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1993 Repair ‘END COMPLETE’.
26.05.1993 Repair ‘END HOSE’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 13 Y’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BRAKE BLOCK OTHER’.
31.08.1993 Repair ‘BRAKE LEVER’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘BRAKE BLOCK OTHER’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 13 Y’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 13 Y’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

14303



2. TIMS GROUP INFORMATION - WAGONS

30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 14

04.05.1996 Reclassified from wagon ‘RKWF 14 Q’ to ’ wagon ‘RKWY 14 A’.

RKWF 16

Details: wagon ‘RKWF 16 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.01.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UY CN CM CK AE
Return to Service Date: 25.06.1996
Last Triple Valve: 28.07.1988
Last Brake Cylinder: 04.05.1993
Last Single Car Test: 26.11.1993
Last Lift: 23.10.1985

26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKWY 16 S’
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16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 16 S’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 17

Details: wagon ‘RKWF 17 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.04.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 16.05.1996
Due Triple Valve: 24.09.1987
Last Brake Cylinder: 29.08.1989
Last Single Car Test: 09.03.1994
Last Lift: 09.10.1981

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.08.1989 Repair ‘COUPLER COMPLETE’.
28.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
31.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1990 Repair ‘HANDRAILS’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE LEVER’.
19.08.1991 Repair ‘HANDRAILS END’.
19.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1991 Repair ‘STANCHION’.
19.08.1991 Repair ‘STEP’.
19.08.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
28.10.1991 Repair ‘VEHICLE COMPLETE’.
28.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 17 E’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BRAKE BLOCK RB95’.
29.10.1991 Repair ‘END HOSE’.
29.10.1991 Repair ‘TRAIN PIPE (END)’.
29.10.1991 Repair ‘TRAIN PIPE’.
29.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘SIDE BEARER’.
30.04.1992 Repair ‘SIDE STEP’.
30.04.1992 Repair ‘STEP’.
30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 17 E’
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30.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 17 E’

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘END COMPLETE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 17 E’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘BRAKE BLOCK RB101’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB101’.
19.08.1993 Repair ‘BRAKE PULL ROD’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘END BRAKE COCK’.
19.08.1993 Repair ‘END COMPLETE’.
19.08.1993 Repair ‘END HOSE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1993 Repair ‘HANDRAILS’.
19.08.1993 Repair ‘HANDRAILS END’.
19.08.1993 Repair ‘STANCHION’.
19.08.1993 Repair ‘STEP’.
19.08.1993 Repair ‘TRAIN PIPE’.
19.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 17 E’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BRAKE BLOCK OTHER’.
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13.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK OTHER’.
08.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1994 Repair ‘TRAIN PIPE (END)’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 17 E’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 17 E’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 19

Details: wagon ‘RKWF 19 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.04.1975
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 25.07.1996
Last Triple Valve: 08.07.1988
Last Brake Cylinder: 08.07.1988
Last Single Car Test: 28.03.1994
Last Lift: 21.02.1986

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BRAKE PULL ROD’.
12.09.1989 Repair ‘BRANCH PIPE’.
12.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
22.11.1989 Repair ‘STEP’.
22.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 19 W’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
21.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘TRAIN PIPE’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

31.07.1991 Repair ‘DOOR SLIDE RAIL’.
31.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.07.1991 Repair ‘STANCHION’.
31.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘VEHICLE RECLASSIFY’.
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24.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 19 W’

27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘END BRAKE COCK’.
27.04.1992 Repair ‘TRAIN PIPE (END)’.
27.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
25.08.1992 Repair ‘HANDRAILS’.
25.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BEARERS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘END COMPLETE’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 19 W’
06.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 19 W’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1993 Repair ‘BRAKE BLOCK RB101’.
20.10.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Repair ‘COUPLER COMPLETE’.
20.10.1993 Repair ‘END COMPLETE’.
20.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘VEHICLE COMPLETE’.
20.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BRAKE BLOCK OTHER’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.
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(NRC062)’. New class: ‘RKWY’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 19 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Bathurst’ with a previous code of wagon ‘RKWY 19 W’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
10.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 20

Details: wagon ‘RKWF 20 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.01.1969
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 09.05.1996
Due Triple Valve: 01.10.1991
Last Brake Cylinder: 19.06.1992
Last Single Car Test: 23.03.1990
Last Lift: 27.08.1987

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AKJY 20 X’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 21

Details: wagon ‘RKWF 21 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 18.07.1996
Last Brake Cylinder: 29.10.1990
Last Single Car Test: 14.01.1994
Last Lift: 17.12.1981

14312



2.673. Wagon classification starting with ‘RKW’

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘STEP’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 21 E’
27.07.1990 Repair ‘STEP’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
09.08.1990 Repair ‘STEP’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 21 E’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

20.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BEARERS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1992 Repair ‘SIDE BEARER’.
18.02.1992 Repair ‘VEHICLE RECLASSIFY’.
18.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 21 E’
26.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
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THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.04.1993 Repair ‘TRAIN PIPE’.
13.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
22.04.1993 Repair ‘COUPLER COMPLETE’.
22.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Repair ‘END COMPLETE’.
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1993 Repair ‘STANCHION’.
27.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 21 E’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
14.01.1994 Repair ‘TRAIN PIPE’.
14.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1994 Repair ‘UNDERFRAME COMPLETE’.
14.01.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 21 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Bathurst’ with a previous code of wagon ‘RKWY 21 E’
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Bathurst’ with a previous code of wagon ‘RKWY 21 E’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 23

Details: wagon ‘RKWF 23 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 03.07.1996
Due Triple Valve: 01.07.1995
Last Brake Cylinder: 11.06.1992
Last Single Car Test: 13.12.1993
Last Lift: 15.07.1985

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

30.08.1989 Repair ‘END HOSE’.
30.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 23 W’
10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
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18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘EMPTY LOAD VALVE’.
18.10.1990 Repair ‘FLOOR BOARDS’.
18.10.1990 Repair ‘GRADE CONTROL VALVE’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘RELAY VALVE’.
18.10.1990 Repair ‘TRAIN PIPE (END)’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 23 W’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1991 Repair ‘TRAIN PIPE (END)’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘BRAKE PULL ROD’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BEARERS’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘EMPTY LOAD VALVE’.
10.06.1992 Repair ‘END BRAKE COCK’.
10.06.1992 Repair ‘END COMPLETE’.
10.06.1992 Repair ‘END HOSE’.
10.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1992 Repair ‘TOP CENTRE PLATE’.
10.06.1992 Repair ‘VEHICLE RECLASSIFY’.
10.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 23 W’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
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TO DRAWING A1/W1-118 REV C (RS4755)’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE BLOCK OTHER’.
14.04.1993 Repair ‘TRAIN PIPE (END)’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BEARERS’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘END COMPLETE’.
20.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1993 Repair ‘SIDE STEP’.
20.05.1993 Repair ‘STANCHION’.
20.05.1993 Repair ‘STEP’.
20.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 23 W’
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
31.12.1993 Repair ‘STEP’.
31.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 23 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 23 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 23 W’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
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01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 25

Details: wagon ‘RKWF 25 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.07.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.05.1996
Last Triple Valve: 08.12.1993
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 07.02.1994
Last Lift: 27.01.1987

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRANCH PIPE’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Repair ‘TRAIN PIPE (END)’.
02.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.03.1990 Repair ‘BRAKE PULL ROD’.
21.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1990 Repair ‘STANCHION’.
21.03.1990 Repair ‘TRAIN PIPE’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
20.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 25 R’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘END BRAKE COCK’.
12.11.1991 Repair ‘END HOSE’.
12.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1991 Repair ‘TRAIN PIPE (END)’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BEARERS’.
18.12.1991 Repair ‘BOGIE COMPLETE’.
18.12.1991 Repair ‘END COMPLETE’.
18.12.1991 Repair ‘END SHEETING’.
18.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1991 Repair ‘VEHICLE RECLASSIFY’.
18.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 25 R’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1992 Repair ‘VEHICLE STENCILS’.
10.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 25 R’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB101’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
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04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 25 R’

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BEARERS’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘END COMPLETE’.
04.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 25 R’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BRAKE BLOCK RB101’.
30.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARERS’.
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Repair ‘END COMPLETE’.
26.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 25 R’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK OTHER’.
14.10.1993 Repair ‘BRAKE LEVER’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘STEP’.
14.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
25.10.1993 Repair ‘HANDRAILS’.
25.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE BLOCK RB101’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.12.1993 Repair ‘COUPLER KNUCKLE’.
04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
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04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 25 R’

18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BRAKE BLOCK RB101’.
18.12.1993 Repair ‘BRAKE LEVER’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRAKE BLOCK OTHER’.
05.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 25 R’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 27

Details: wagon ‘RKWF 27 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.07.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 15.07.1996
Last Brake Cylinder: 18.01.1994
Last Single Car Test: 18.01.1994
Last Lift: 09.02.1984

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘HANDRAILS END’.
20.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 27 M’
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COUPLER COMPLETE’.
08.03.1991 Repair ‘HANDRAILS END’.
08.03.1991 Repair ‘SIDE BEARER’.
08.03.1991 Repair ‘YOKE COMPLETE’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 27 M’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

29.08.1991 Repair ‘BRAKE PULL ROD’.
29.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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29.08.1991 Repair ‘STANCHION’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 27 M’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BEARERS’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘END COMPLETE’.
27.04.1992 Repair ‘END HOSE’.
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1992 Repair ‘TOP CENTRE PLATE’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 27 M’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BEARERS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘END BRAKE COCK’.
20.07.1993 Repair ‘END COMPLETE’.
20.07.1993 Repair ‘END HOSE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘HANDRAILS’.
20.07.1993 Repair ‘SIDE STEP’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Repair ‘STEP’.
20.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 27 M’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
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18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘END HOSE’.
18.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1994 Repair ‘TRAIN PIPE (END)’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 27 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 27 M’
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 27 M’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 27 M’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 27 M’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 29

Details: wagon ‘RKWF 29 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.05.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.05.1996
Last Triple Valve: 13.04.1994
Last Brake Cylinder: 13.04.1994
Last Single Car Test: 13.04.1994
Last Lift: 03.07.1985

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
27.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
27.11.1989 Repair ‘END HOSE’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 29 H’
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 29 H’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER KNUCKLE’.
21.04.1990 Repair ‘EMPTY LOAD VALVE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Repair ‘WHEEL SET’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 29 H’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1990 Repair ‘BRAKE PULL ROD’.
02.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 29 H’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘END HOSE’.
07.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRANCH PIPE’.
29.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 29 H’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Repair ‘TRAIN PIPE (END)’.
08.05.1991 Repair ‘TRANSOM’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘EMPTY LOAD VALVE’.
02.08.1991 Repair ‘GRADE CONTROL VALVE’.
02.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 29 H’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BEARERS’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘SIDE BEARER’.
29.04.1992 Repair ‘VEHICLE RECLASSIFY’.
29.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 29 H’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.06.1992 Repair ‘END HOSE’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘END BRAKE COCK’.
03.07.1992 Repair ‘TRAIN PIPE (END)’.
03.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
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WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE BEARERS’.
10.06.1993 Repair ‘BOGIE COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘END COMPLETE’.
10.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 29 H’
31.01.1994 Repair ‘HANDRAILS’.
31.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 29 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1994 Repair ‘TRAIN PIPE (END)’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 29 H’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 29 H’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
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17.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 30

Details: wagon ‘RKWF 30 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.08.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 21.08.1996
Last Triple Valve: 18.08.1988
Last Brake Cylinder: 28.08.1991
Last Single Car Test: 25.10.1993
Last Lift: 01.11.1981

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1989 Repair ‘WHEEL SET’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 30 D’
22.11.1989 Repair ‘END HOSE’.
22.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 30 D’
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28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 30 D’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘END BRAKE COCK’.
10.12.1990 Repair ‘END HOSE’.
10.12.1990 Repair ‘TRAIN PIPE (END)’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 30 D’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 30 D’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BEARERS’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘END COMPLETE’.
13.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘SIDE BEARER’.
13.02.1992 Repair ‘TRAIN PIPE’.
13.02.1992 Repair ‘VEHICLE RECLASSIFY’.
13.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 30 D’
23.06.1992 Repair ‘COUPLER COMPLETE’.
23.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
23.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 30 D’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BRAKE BLOCK RB101’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 30 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO

14329



2. TIMS GROUP INFORMATION - WAGONS

BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

15.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 30 D’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK RB101’.
12.08.1993 Repair ‘CARD OR CLIP HOLDER’.
12.08.1993 Repair ‘END COMPLETE’.
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1993 Repair ‘HANDBRAKE HANDLE’.
12.08.1993 Repair ‘HOSE FITTINGS’.
12.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Repair ‘STANCHION’.
12.08.1993 Repair ‘STEP’.
12.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
12.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 30 D’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BRAKE LEVER’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1993 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘TRAIN PIPE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 30 D’
05.01.1994 Repair ‘STEP’.
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 30 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 30 D’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 30 D’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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15.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 30 D’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 31

Details: wagon ‘RKWF 31 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.03.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 26.06.1996
Last Triple Valve: 15.08.1988
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 26.08.1993
Last Lift: 29.01.1982

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
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NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘END BRAKE COCK’.
15.01.1990 Repair ‘END HOSE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 31 M’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 31 M’
25.02.1991 Repair ‘HANDRAILS END’.
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 31 M’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BEARERS’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END COMPLETE’.
12.05.1992 Repair ‘END HOSE’.
12.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 31 M’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB101’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘END BRAKE COCK’.
23.08.1993 Repair ‘END COMPLETE’.
23.08.1993 Repair ‘END HOSE’.
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23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Repair ‘HANDBRAKE HANDLE’.
23.08.1993 Repair ‘HANDRAILS’.
23.08.1993 Repair ‘HANDRAILS END’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Repair ‘SIDE BEARER’.
23.08.1993 Repair ‘STANCHION’.
23.08.1993 Repair ‘STEP’.
23.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Repair ‘WEAR PLATES & SADDLES’.
23.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 31 M’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 31 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 31 M’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 31 M’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 31 M’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 31 M’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 1976

Details: wagon ‘RKWF 1976 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.10.1968
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 03.04.1996
Due Triple Valve: 16.11.1994
Last Triple Valve: 16.11.1993
Last Brake Cylinder: 06.08.1992
Last Single Car Test: 13.04.1994
Last Lift: 08.04.1982
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.12.1988 Alteration ‘FIT INTERMEDIATE REDUCTION SHAFT AND GEARS TO
HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES NORTHERN
REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR 1977, 1983,
1985 & 1993). (RS4369)’.

08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘END BRAKE COCK’.
08.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1990 Repair ‘STANCHION’.
08.03.1990 Repair ‘VEHICLE COMPLETE’.
08.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1976 U’
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07.07.1990 Repair ‘HANDRAILS END’.
07.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 1976 U’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1976 U’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 1976 U’
11.04.1991 Repair ‘DOOR COMPLETE’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1976 U’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BEARERS’.
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘END BRAKE COCK’.
05.08.1992 Repair ‘END HOSE’.
05.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1992 Repair ‘SIDE BEARER’.
05.08.1992 Repair ‘TOP CENTRE PLATE’.
05.08.1992 Repair ‘TRAIN PIPE’.
05.08.1992 Repair ‘VEHICLE RECLASSIFY’.
05.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1976 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BEARERS’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1993 Repair ‘END COMPLETE’.
12.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1993 Repair ‘TRAIN PIPE’.
12.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKWY 1976 U’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BODY COMPLETE’.
11.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.11.1993 Repair ‘EMPTY LOAD VALVE’.
11.11.1993 Repair ‘END BRAKE COCK’.
11.11.1993 Repair ‘END HOSE’.
11.11.1993 Repair ‘GRADE CONTROL VALVE’.
11.11.1993 Repair ‘HANDBRAKE HANDLE’.
11.11.1993 Repair ‘ISOLATING COCK’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘RELAY VALVE’.
11.11.1993 Repair ‘SIDE COMPLETE’.
11.11.1993 Repair ‘TIMBER BEARER’.
11.11.1993 Repair ‘TRAIN PIPE (END)’.
11.11.1993 Repair ‘TRAIN PIPE’.
11.11.1993 Repair ‘VEHICLE RECLASSIFY’.
11.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1976 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘BRAKE BLOCK OTHER’.
13.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1976 U’
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 1976 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 1976 U’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 1979

Details: wagon ‘RKWF 1979 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.08.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 09.09.1995
Last Brake Cylinder: 04.12.1992
Last Single Car Test: 08.11.1993
Last Lift: 24.07.1987
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.12.1988 Alteration ‘FIT INTERMEDIATE REDUCTION SHAFT AND GEARS TO
HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES NORTHERN
REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR 1977, 1983,
1985 & 1993). (RS4369)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘DOOR LOCK MECHANISM’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1979 B’
09.01.1990 Repair ‘DOOR HINGES AND PINS’.
09.01.1990 Repair ‘STANCHION’.
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09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 1979 B’

24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘EMPTY LOAD VALVE’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
26.11.1990 Repair ‘BRAKE PULL ROD’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1990 Repair ‘END BRAKE COCK’.
26.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.11.1990 Repair ‘TRAIN PIPE (END)’.
26.11.1990 Repair ‘TRAIN PIPE’.
26.11.1990 Repair ‘YOKE COMPLETE’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
04.04.1991 Repair ‘DOOR COMPLETE’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1979 B’
07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘CARD OR CLIP HOLDER’.
07.10.1991 Repair ‘SIDE COMPLETE’.
07.10.1991 Repair ‘STANCHION’.
07.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘END BRAKE COCK’.
06.04.1992 Repair ‘END HOSE’.
06.04.1992 Repair ‘TRAIN PIPE’.
06.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BODY COMPLETE’.
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04.12.1992 Repair ‘BRAKE CONTROL PIPE’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1979 B’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

11.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 1979 B’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘END BRAKE COCK’.
02.09.1993 Repair ‘END COMPLETE’.
02.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1993 Repair ‘HANDBRAKE HANDLE’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘STANCHION’.
02.09.1993 Repair ‘STEP’.
02.09.1993 Repair ‘TRAIN PIPE (END)’.
02.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1993 Repair ‘WEAR PLATES & SADDLES’.
02.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1979 B’
13.09.1993 Alteration complete ‘CONVERT 7 NO. ‘AKPX’ TO ‘AKOX’ BY REMOVING

CENTRE PANEL TO DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. FURTHER CONVERSION FROM ‘AKOX’ TO ‘AKJY’ IN
CONJUNCTION WITH ALTERATION RS4700 AKPX (RS4824)’. New class: ‘AKOX’.

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRANCH PIPE’.
03.11.1993 Repair ‘END HOSE’.
03.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1993 Repair ‘RELAY VALVE’.
03.11.1993 Repair ‘SIDE BEARER’.
03.11.1993 Repair ‘TRAIN PIPE’.
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1979 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1979 B’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.
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01.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 1984

Details: wagon ‘RKWF 1984 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.12.1968
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 15.06.1996
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 09.03.1994
Last Lift: 07.06.1982
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
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STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1984 K’
22.06.1990 Repair ‘HANDRAILS END’.
22.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 1984 K’
22.07.1990 Repair ‘STEP’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 1984 K’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘DOOR COMPLETE’.
22.08.1990 Repair ‘DOOR LOCK MECHANISM’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1990 Repair ‘STANCHION’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 1984 K’
14.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1984 K’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 1984 K’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BEARERS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘END BRAKE COCK’.
02.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1992 Repair ‘SIDE BEARER’.
02.07.1992 Repair ‘TOP CENTRE PLATE’.
02.07.1992 Repair ‘TRAIN PIPE’.
02.07.1992 Repair ‘VEHICLE RECLASSIFY’.
02.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKWY 1984 K’
14.07.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1984 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BRAKE BLOCK RB101’.
25.08.1993 Repair ‘COUPLER COMPLETE’.
25.08.1993 Repair ‘EMPTY LOAD VALVE’.
25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘END COMPLETE’.
25.08.1993 Repair ‘END HOSE’.
25.08.1993 Repair ‘GRADE CONTROL VALVE’.
25.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1993 Repair ‘HANDRAILS END’.
25.08.1993 Repair ‘SIDE STEP’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘STEP’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1984 K’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

09.11.1993 Repair ‘TIMBER BEARER’.
09.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 1984 K’
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BRAKE BLOCK OTHER’.
08.03.1994 Repair ‘BRAKE CONTROL PIPE’.
08.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1984 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 1984 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
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(RS4877)’. New class: ‘RKWF’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 1984 K’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2147

Details: wagon ‘RKWF 2147 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 31.12.1969
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 12.06.1996
Due Triple Valve: 01.08.1995
Last Triple Valve: 14.12.1993
Last Brake Cylinder: 12.06.1992
Last Single Car Test: 14.12.1993
Last Lift: 31.03.1980
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14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2147 X’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2154

Details: wagon ‘RKWF 2154 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 19.08.1996
Due Triple Valve: 15.02.1990
Last Brake Cylinder: 07.12.1993
Last Single Car Test: 07.12.1993
Last Lift: 01.11.1987
Cont Max Slots: 3
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02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2154 F’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE COMPLETE’.
07.11.1989 Repair ‘END HOSE’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
07.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2154 F’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘CARD OR CLIP HOLDER’.
26.07.1990 Repair ‘DOOR COMPLETE’.
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘DOOR OPENING MECHANISM’.
26.07.1990 Repair ‘STANCHION’.
26.07.1990 Repair ‘STEP’.
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2154 F’
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2154 F’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1991 Repair ‘TRAIN PIPE (END)’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2154 F’
09.03.1992 Repair ‘STEP’.
09.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
05.05.1992 Repair ‘DOOR LOCK MECHANISM’.
05.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
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SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BEARERS’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘END BRAKE COCK’.
16.07.1992 Repair ‘END HOSE’.
16.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1992 Repair ‘TOP CENTRE PLATE’.
16.07.1992 Repair ‘TRAIN PIPE’.
16.07.1992 Repair ‘VEHICLE RECLASSIFY’.
16.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2154 F’
15.09.1992 Repair ‘DOOR LOCK MECHANISM’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘BRANCH PIPE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘END COMPLETE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1993 Repair ‘SIDE BEARER’.
02.09.1993 Repair ‘TRAIN PIPE (END)’.
02.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2154 F’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BODY COMPLETE’.
01.12.1993 Repair ‘END HOSE’.
01.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1993 Repair ‘SIDE BEARER’.
01.12.1993 Repair ‘SIDE COMPLETE’.
01.12.1993 Repair ‘TIMBER BEARER’.
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01.12.1993 Repair ‘TRAIN PIPE (END)’.
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2154 F’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2154 F’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2156

Details: wagon ‘RKWF 2156 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 23.01.1996
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 17.08.1992
Last Single Car Test: 26.11.1993
Last Lift: 01.11.1982
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

04.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2156 A’
09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Repair ‘ISOLATING COCK’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2156 A’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BOLSTER’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘STRIKING CASTING’.
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2156 A’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2156 A’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘TRAIN PIPE (END)’.
06.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2156 A’
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07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2156 A’
20.06.1991 Repair ‘VEHICLE COMPLETE’.
20.06.1991 Repair ‘VEHICLE STENCILS’.
20.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2156 A’
15.01.1992 Repair ‘HANDRAILS END’.
15.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2156 A’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BEARERS’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘END HOSE’.
12.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1992 Repair ‘SIDE BEARER’.
12.08.1992 Repair ‘TOP CENTRE PLATE’.
12.08.1992 Repair ‘TRAIN PIPE’.
12.08.1992 Repair ‘VEHICLE RECLASSIFY’.
12.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2156 A’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING
SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
20.09.1993 Repair ‘BRANCH PIPE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘END COMPLETE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1993 Repair ‘STANCHION’.
20.09.1993 Repair ‘STEP’.
20.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKWY 2156 A’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BODY COMPLETE’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘END BRAKE COCK’.
24.11.1993 Repair ‘END HOSE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘RELAY VALVE’.
24.11.1993 Repair ‘SIDE COMPLETE’.
24.11.1993 Repair ‘TIMBER BEARER’.
24.11.1993 Repair ‘VEHICLE RECLASSIFY’.
24.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2156 A’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2156 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2156 A’
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2156 A’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2156 A’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

24.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2156 A’

06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 2158

Details: wagon ‘RKWF 2158 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.02.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY CN CM CK
Return to Service Date: 04.06.1996
Due Triple Valve: 15.08.1990
Last Triple Valve: 20.10.1993
Last Brake Cylinder: 15.08.1989
Last Single Car Test: 22.11.1993
Last Lift: 01.04.1986
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2158 S’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE CONTROL PIPE’.
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05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘END BRAKE COCK’.
05.12.1989 Repair ‘HOSE FITTINGS’.
05.12.1989 Repair ‘VEHICLE STENCILS’.
05.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 2158 S’
11.12.1989 Repair ‘STANCHION’.
11.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2158 S’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE LEVER’.
15.12.1989 Repair ‘END BRAKE COCK’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
15.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
08.03.1990 Repair ‘EMPTY LOAD VALVE’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2158 S’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘WEAR PLATES & SADDLES’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2158 S’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2158 S’
08.04.1991 Repair ‘DOOR COMPLETE’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘END BRAKE COCK’.
20.06.1991 Repair ‘END HOSE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2158 S’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1991 Repair ‘TRAIN PIPE (END)’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
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TO DRAWING A1/W1-118 REV C (RS4755)’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.05.1993 Repair ‘END HOSE’.
31.05.1993 Repair ‘TRAIN PIPE (END)’.
31.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
06.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘END HOSE’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2158 S’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRANCH PIPE’.
19.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘END BRAKE COCK’.
19.10.1993 Repair ‘END HOSE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘RELAY VALVE’.
19.10.1993 Repair ‘TRAIN PIPE’.
19.10.1993 Repair ‘VEHICLE RECLASSIFY’.
19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2158 S’
19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2158 S’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB101’.
18.11.1993 Repair ‘BRAKE LEVER’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2158 S’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2158 S’

16.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2176

Details: wagon ‘RKWF 2176 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.06.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 18.07.1996
Due Triple Valve: 01.05.1987
Last Triple Valve: 28.05.1993
Last Brake Cylinder: 03.04.1989
Last Single Car Test: 01.06.1992
Last Lift: 23.12.1986
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02.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.09.1989 Repair ‘COUPLER KNUCKLE’.
02.09.1989 Repair ‘EMPTY LOAD VALVE’.
02.09.1989 Repair ‘END HOSE’.
02.09.1989 Repair ‘GRADE CONTROL VALVE’.
02.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2176 Q’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘TRAIN PIPE (END)’.
09.02.1990 Repair ‘VEHICLE STENCILS’.
09.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon

‘RKWY 2176 Q’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE SPRING’.
09.05.1990 Repair ‘BRAKE PULL ROD’.
09.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
09.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
19.09.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1990 Repair ‘VEHICLE RECLASSIFY’.
19.09.1990 Repair ‘VEHICLE RETARE’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2176 Q’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BRAKE PULL ROD’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘COUPLER COMPLETE’.
07.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 2176 Q’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE BEARERS’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1992 Repair ‘SIDE BEARER’.
28.02.1992 Repair ‘VEHICLE RECLASSIFY’.
28.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2176 Q’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘END COMPLETE’.
12.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2176 Q’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘EMPTY LOAD VALVE’.
05.01.1993 Repair ‘GRADE CONTROL VALVE’.
05.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2176 Q’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2176 Q’

27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BEARERS’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘BRAKE BLOCK RB101’.
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27.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
27.05.1993 Repair ‘END COMPLETE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Repair ‘HANDRAILS END’.
27.05.1993 Repair ‘STEP’.
27.05.1993 Repair ‘TRAIN PIPE’.
27.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2176 Q’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2176 Q’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2176 Q’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2176 Q’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 2259

Details: wagon ‘RKWF 2259 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.08.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.08.1996
Last Triple Valve: 23.04.1993
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 08.11.1993
Last Lift: 16.11.1987
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2259 L’
02.03.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKWY 2259 L’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.04.1990 Repair ‘DOOR COMPLETE’.
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20.04.1990 Repair ‘STANCHION’.
20.04.1990 Repair ‘TRAIN PIPE (END)’.
20.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
04.04.1991 Repair ‘DOOR COMPLETE’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
23.07.1991 Repair ‘BOGIE SPRING’.
23.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
05.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2259 L’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BEARERS’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘END BRAKE COCK’.
21.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Repair ‘SIDE BEARER’.
21.07.1992 Repair ‘TOP CENTRE PLATE’.
21.07.1992 Repair ‘TRAIN PIPE’.
21.07.1992 Repair ‘VEHICLE RECLASSIFY’.
21.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2259 L’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BRAKE LEVER’.
02.12.1992 Repair ‘COUPLER COMPLETE’.
02.12.1992 Repair ‘TRAIN PIPE (END)’.
02.12.1992 Repair ‘YOKE COMPLETE’.
02.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BEARERS’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.04.1993 Repair ‘END COMPLETE’.
22.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1993 Repair ‘TRAIN PIPE’.
22.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2259 L’
12.08.1993 Repair ‘CARD OR CLIP HOLDER’.
12.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2259 L’
13.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2259 L’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

05.10.1993 Repair ‘HANDRAILS END’.
05.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1993 Repair ‘TRAIN PIPE (END)’.
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2259 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2259 L’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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05.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2270

Details: wagon ‘RKWF 2270 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.10.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.05.1996
Last Brake Cylinder: 24.06.1992
Last Single Car Test: 07.02.1994
Last Lift: 08.12.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2270 P’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRAKE CONTROL PIPE’.
13.02.1990 Repair ‘BRAKE PULL ROD’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘END BRAKE COCK’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
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13.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2270 P’

18.01.1991 Repair ‘END HOSE’.
18.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2270 P’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2270 P’
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2270 P’
13.05.1991 Repair ‘SIDE STEP’.
13.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

03.06.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BEARERS’.
23.06.1992 Repair ‘BOGIE COMPLETE’.
23.06.1992 Repair ‘EMPTY LOAD VALVE’.
23.06.1992 Repair ‘END BRAKE COCK’.
23.06.1992 Repair ‘END COMPLETE’.
23.06.1992 Repair ‘GRADE CONTROL VALVE’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.06.1992 Repair ‘TOP CENTRE PLATE’.
23.06.1992 Repair ‘VEHICLE RECLASSIFY’.
23.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2270 P’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BEARERS’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘END COMPLETE’.
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14.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1993 Repair ‘SIDE STEP’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘STEP’.
14.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2270 P’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BODY COMPLETE’.
18.11.1993 Repair ‘END BRAKE COCK’.
18.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1993 Repair ‘SIDE BEARER’.
18.11.1993 Repair ‘SIDE COMPLETE’.
18.11.1993 Repair ‘TIMBER BEARER’.
18.11.1993 Repair ‘VEHICLE RECLASSIFY’.
18.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2270 P’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘END BRAKE COCK’.
05.02.1994 Repair ‘END HOSE’.
05.02.1994 Repair ‘TRAIN PIPE (END)’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2270 P’
07.01.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2271

Details: wagon ‘RKWF 2271 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.10.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 22.02.1996
Last Triple Valve: 08.06.1993
Last Brake Cylinder: 07.09.1990
Last Single Car Test: 08.06.1993
Last Lift: 23.01.1986

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Repair ‘RELAY VALVE’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2271 B’
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2271 B’
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2271 B’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2271 B’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
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B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

30.08.1990 Repair ‘BOGIE COMPLETE’.
30.08.1990 Repair ‘VEHICLE COMPLETE’.
30.08.1990 Repair ‘VEHICLE RECLASSIFY’.
30.08.1990 Repair ‘VEHICLE STENCILS’.
30.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2271 B’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

09.10.1991 Repair ‘DOOR FRAME’.
09.10.1991 Repair ‘STANCHION’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2271 B’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BEARERS’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1992 Repair ‘SIDE BEARER’.
30.03.1992 Repair ‘VEHICLE RECLASSIFY’.
30.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2271 B’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2271 B’
08.03.1993 Repair ‘STEP’.
08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.03.1993 Repair ‘BRAKE BLOCK OTHER’.
18.03.1993 Repair ‘BRAKE CONTROL PIPE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘TRAIN PIPE (END)’.
18.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.06.1993 Repair ‘HANDRAILS’.
08.06.1993 Repair ‘ISOLATING COCK’.
08.06.1993 Repair ‘RELAY VALVE’.
08.06.1993 Repair ‘SIDE STEP’.
08.06.1993 Repair ‘TRAIN PIPE (END)’.
08.06.1993 Repair ‘VEHICLE COMPLETE’.
08.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
27.07.1993 Repair ‘DOOR COMPLETE’.
27.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
16.12.1993 Repair ‘STEP’.
16.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2271 B’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘RKWY 2271 B’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2278

Details: wagon ‘RKWF 2278 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.11.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 12.07.1996
Last Triple Valve: 07.07.1993
Last Brake Cylinder: 07.07.1993
Last Single Car Test: 11.11.1993
Last Lift: 16.09.1981

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2278 C’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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07.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2281

Details: wagon ‘RKWF 2281 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.11.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.11.1995
Last Triple Valve: 04.07.1989
Last Brake Cylinder: 31.08.1989
Last Single Car Test: 15.12.1993
Last Lift: 01.09.1981
Cont Max Slots: 3

26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKWY 2281 J’
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2281 J’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

26.10.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 2284

Details: wagon ‘RKWF 2284 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.11.1970
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FXKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 29.02.1996
Last Brake Cylinder: 13.06.1990
Last Single Car Test: 19.11.1993
Last Lift: 01.12.1980
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

29.01.1990 Repair ‘DOOR HINGES AND PINS’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2284 N’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘DRAFT GEAR POCKET’.
08.03.1990 Repair ‘END HOSE’.
08.03.1990 Repair ‘STANCHION’.
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08.03.1990 Repair ‘TRAIN PIPE (END)’.
08.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2284 N’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘DOOR LOCK MECHANISM’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.06.1990 Repair ‘STEP’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2284 N’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.07.1990 Repair ‘DOOR LOCK MECHANISM’.
11.07.1990 Repair ‘EMPTY LOAD VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2284 N’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2284 N’
08.04.1991 Repair ‘DOOR COMPLETE’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2284 N’
27.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2284 N’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BEARERS’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘END COMPLETE’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2284 N’
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11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRANCH PIPE’.
11.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1993 Repair ‘TRAIN PIPE’.
11.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2284 N’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BODY COMPLETE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1993 Repair ‘SIDE COMPLETE’.
17.11.1993 Repair ‘TIMBER BEARER’.
17.11.1993 Repair ‘VEHICLE RECLASSIFY’.
17.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2284 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2284 N’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2284 N’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2284 N’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.

14371



2. TIMS GROUP INFORMATION - WAGONS

RKWF 2287

Details: wagon ‘RKWF 2287 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.01.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 29.08.1995
Last Triple Valve: 09.05.1991
Last Brake Cylinder: 12.04.1990
Last Single Car Test: 15.10.1993
Last Lift: 10.04.1980
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘DOOR OPENING MECHANISM’.
24.11.1989 Repair ‘DOOR OPENING MECHANISM’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1989 Repair ‘YOKE CARRIER’.
24.11.1989 Repair ‘YOKE CARRIER’.
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24.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
24.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
24.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
17.03.1990 Repair ‘STEP’.
17.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2287 R’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘END BRAKE COCK’.
27.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2287 R’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘DOOR LOCK MECHANISM’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘END BRAKE COCK’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1990 Repair ‘STANCHION’.
12.04.1990 Repair ‘STEP’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2287 R’
25.03.1991 Repair ‘STANCHION’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
26.03.1991 Repair ‘DOOR COMPLETE’.
26.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Repair ‘VEHICLE RETARE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
03.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2287 R’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.05.1991 Repair ‘RELAY VALVE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Repair ‘END HOSE’.
10.12.1991 Repair ‘TRAIN PIPE (END)’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
10.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
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RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BEARERS’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1993 Repair ‘SIDE BEARER’.
27.04.1993 Repair ‘TRAIN PIPE’.
27.04.1993 Repair ‘VEHICLE RECLASSIFY’.
27.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2287 R’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BRANCH PIPE’.
06.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.08.1993 Repair ‘END COMPLETE’.
06.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1993 Repair ‘STEP’.
06.08.1993 Repair ‘TRAIN PIPE’.
06.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2287 R’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘END BRAKE COCK’.
13.10.1993 Repair ‘END HOSE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1993 Repair ‘TRAIN PIPE (END)’.
13.10.1993 Repair ‘VEHICLE RECLASSIFY’.
13.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2287 R’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.
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(NRC062)’. New class: ‘RKWY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2287 R’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 2287 R’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 2302

Details: wagon ‘RKWF 2302 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.06.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes
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Fleet Grp Code: AE UY CN CM CK
Return to Service Date: 03.07.1996
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 11.11.1993
Last Lift: 28.07.1977
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

07.12.1989 Repair ‘END HOSE’.
07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 2302 H’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.01.1990 Repair ‘END HOSE’.
24.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
24.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon

‘RKWY 2302 H’
27.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2302 H’
04.03.1990 Repair ‘STEP’.
04.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2302 H’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR LOCK MECHANISM’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2302 H’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE BEARERS’.
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.06.1990 Repair ‘COUPLER COMPLETE’.
26.06.1990 Repair ‘SIDE BEARER’.
26.06.1990 Repair ‘TOP CENTRE PLATE’.
26.06.1990 Repair ‘YOKE COMPLETE’.
26.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
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26.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1990 Repair ‘BRAKE PULL ROD’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘TRAIN PIPE (END)’.
26.11.1990 Repair ‘TRAIN PIPE’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2302 H’
04.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1991 Repair ‘DOOR COMPLETE’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRANCH PIPE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2302 H’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE BEARERS’.
10.07.1992 Repair ‘BOGIE COMPLETE’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘END BRAKE COCK’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1992 Repair ‘SIDE BEARER’.
10.07.1992 Repair ‘TOP CENTRE PLATE’.
10.07.1992 Repair ‘TRAIN PIPE’.
10.07.1992 Repair ‘VEHICLE RECLASSIFY’.
10.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2302 H’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘COUPLER COMPLETE’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
29.10.1992 Repair ‘TRAIN PIPE (END)’.
29.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
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20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1993 Repair ‘BRAKE PULL ROD’.
18.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.01.1993 Repair ‘HANDRAILS END’.
18.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1993 Repair ‘STEP’.
18.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BEARERS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘END COMPLETE’.
26.05.1993 Repair ‘END HOSE’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Repair ‘HANDRAILS’.
26.05.1993 Repair ‘HANDRAILS END’.
26.05.1993 Repair ‘STANCHION’.
26.05.1993 Repair ‘STEP’.
26.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2302 H’
10.08.1993 Repair ‘STEP’.
10.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1993 Repair ‘BRAKE PULL ROD’.
29.09.1993 Repair ‘COUPLER COMPLETE’.
29.09.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BODY COMPLETE’.
09.11.1993 Repair ‘BRANCH PIPE’.
09.11.1993 Repair ‘END BRAKE COCK’.
09.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1993 Repair ‘SIDE COMPLETE’.
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09.11.1993 Repair ‘TIMBER BEARER’.
09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2302 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2302 H’
29.06.1994 Repair ‘VEHICLE RECLASSIFY’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2302 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

04.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2304

Details: wagon ‘RKWF 2304 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14500
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 189
Date Built: 21.07.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF 2304 J
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 11.07.1996
Last Brake Cylinder: 24.08.1988
Last Single Car Test: 28.06.1993
Last Lift: 05.08.1977

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2304 J’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2312

Details: wagon ‘RKWF 2312 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.12.1971
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FXKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 26.04.1996
Last Brake Cylinder: 08.07.1989
Last Single Car Test: 07.10.1993
Last Lift: 01.01.1984

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2312 W’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2328

Details: wagon ‘RKWF 2328 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.11.1971
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.08.1996
Last Brake Cylinder: 23.01.1989
Last Single Car Test: 09.12.1992
Last Lift: 14.12.1978

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2328 X’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘DOOR COMPLETE’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘END HOSE’.
27.10.1989 Repair ‘TOP CENTRE PLATE’.
27.10.1989 Repair ‘TRAIN PIPE (END)’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2328 X’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘END BRAKE COCK’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2328 X’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

15.11.1990 Repair ‘SIDE COMPLETE’.
15.11.1990 Repair ‘VEHICLE RECLASSIFY’.
15.11.1990 Repair ‘VEHICLE RETARE’.
15.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2328 X’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.06.1991 Alteration complete ‘REPAIR ALL CRACKS AND STRENGTHEN ORIGINAL
DOOR PILLARS WITH GUSSET ASSEMBLY. AKOX.—**** CANCELLED SEE
RS4662 **** (RS4613)’.

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘EMPTY LOAD VALVE’.
11.07.1991 Repair ‘END HOSE’.
11.07.1991 Repair ‘GRADE CONTROL VALVE’.
11.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1991 Repair ‘TRAIN PIPE (END)’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2328 X’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE BEARERS’.
25.09.1991 Repair ‘DOOR COMPLETE’.
25.09.1991 Repair ‘FLOOR BOARDS’.
25.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1991 Repair ‘HANDRAILS’.
25.09.1991 Repair ‘SIDE STEP’.
25.09.1991 Repair ‘STEP’.
25.09.1991 Repair ‘VEHICLE RECLASSIFY’.
25.09.1991 Repair ‘VEHICLE STENCILS’.
25.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 2328 X’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BEARERS’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1992 Repair ‘SIDE BEARER’.
23.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2328 X’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘HANDRAILS END’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Repair ‘TRAIN PIPE (END)’.
07.12.1992 Repair ‘TRAIN PIPE’.
07.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2328 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2328 X’
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25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BEARERS’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2328 X’
11.10.1993 Repair ‘VEHICLE STENCILS’.
11.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2328 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2328 X’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2328 X’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2514

Details: wagon ‘RKWF 2514 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FXKI

Capacity of 63 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 15.08.1996
Last Triple Valve: 07.12.1988
Last Brake Cylinder: 17.05.1991
Last Single Car Test: 28.03.1994
Last Lift: 28.10.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘HANDRAILS END’.
23.08.1989 Repair ‘STEP’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
09.01.1990 Repair ‘DOOR HINGES AND PINS’.
09.01.1990 Repair ‘END HOSE’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
17.03.1990 Repair ‘STEP’.
17.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2514 B’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘TRAIN PIPE (END)’.
27.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2514 B’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BRANCH PIPE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘END HOSE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
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12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2514 B’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2514 B’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1991 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2514 B’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1992 Repair ‘BRAKE BLOCK RB95’.
10.04.1992 Repair ‘BRAKE LEVER’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Repair ‘TRAIN PIPE (END)’.
10.04.1992 Repair ‘YOKE COMPLETE’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BOGIE COMPLETE’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘TRAIN PIPE (END)’.
04.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1993 Repair ‘BOGIE BEARERS’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE PULL ROD’.
17.08.1993 Repair ‘BRANCH PIPE’.
17.08.1993 Repair ‘COUPLER COMPLETE’.
17.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘END BRAKE COCK’.
17.08.1993 Repair ‘END COMPLETE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Repair ‘TRAIN PIPE’.
17.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1993 Repair ‘YOKE PIN’.
17.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2514 B’
13.09.1993 Alteration complete ‘CONVERT 7 NO. ‘AKPX’ TO ‘AKOX’ BY REMOVING

CENTRE PANEL TO DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. FURTHER CONVERSION FROM ‘AKOX’ TO ‘AKJY’ IN
CONJUNCTION WITH ALTERATION RS4700 AKPX (RS4824)’. New class: ‘AKOX’.

23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BODY COMPLETE’.
23.11.1993 Repair ‘BOGIE BEARERS’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BOGIE SPRING’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘END BRAKE COCK’.
23.11.1993 Repair ‘END COMPLETE’.
23.11.1993 Repair ‘END HOSE’.
23.11.1993 Repair ‘GRADE CONTROL VALVE’.
23.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘SIDE COMPLETE’.
23.11.1993 Repair ‘TIMBER BEARER’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘TRAIN PIPE’.
23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2514 B’
24.11.1993 Repair ‘VEHICLE RECLASSIFY’.
24.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2514 B’
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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28.03.1994 Repair ‘BRAKE BLOCK RB101’.
28.03.1994 Repair ‘BRAKE PULL ROD’.
28.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
28.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1994 Repair ‘STEP’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2514 B’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2514 B’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2519

Details: wagon ‘RKWF 2519 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.08.1972
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FXKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 15.08.1996
Last Triple Valve: 27.08.1993
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 07.12.1993
Last Lift: 01.05.1981
Cont Max Slots: 3

26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKWY 2519 A’
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2519 A’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2522

Details: wagon ‘RKWF 2522 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF 2522 V
BSG Code: FXKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 20.07.1996
Due Triple Valve: 22.08.1989
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 15.08.1990
Last Single Car Test: 28.09.1993
Last Lift: 22.03.1984

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2522 V’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2523

Details: wagon ‘RKWF 2523 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 189
Date Built: 24.08.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 14.05.1996
Last Brake Cylinder: 23.06.1989
Last Single Car Test: 19.10.1993
Last Lift: 21.09.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE PULL ROD’.
11.01.1991 Repair ‘DOOR HINGES AND PINS’.
11.01.1991 Repair ‘DOOR LOCK MECHANISM’.
11.01.1991 Repair ‘HANDRAILS END’.
11.01.1991 Repair ‘TRAIN PIPE (END)’.
11.01.1991 Repair ‘VEHICLE COMPLETE’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘HANDRAILS END’.
21.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2523 A’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2523 A’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘STRIKING CASTING’.
05.07.1991 Repair ‘WHEEL SET’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2523 A’
18.09.1991 Repair ‘VEHICLE COMPLETE’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
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03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2523 A’
15.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2523 A’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

08.07.1992 Repair ‘SIDE STEP’.
08.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 2523 A’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2523 A’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BEARERS’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘END COMPLETE’.
23.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1993 Repair ‘TRAIN PIPE’.
23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2523 A’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘CARD OR CLIP HOLDER’.
01.09.1993 Repair ‘END BRAKE COCK’.
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01.09.1993 Repair ‘END COMPLETE’.
01.09.1993 Repair ‘END HOSE’.
01.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1993 Repair ‘WEAR PLATES & SADDLES’.
01.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2523 A’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘END COMPLETE’.
15.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1993 Repair ‘TRAIN PIPE (END)’.
15.10.1993 Repair ‘VEHICLE RECLASSIFY’.
15.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2523 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2523 A’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 2534

Details: wagon ‘RKWF 2534 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.09.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.12.1995
Last Brake Cylinder: 12.06.1992
Last Single Car Test: 14.01.1993
Last Lift: 19.07.1976

23.10.1989 Repair ‘HANDRAILS END’.
23.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2534 R’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘DOOR HINGES AND PINS’.
21.11.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Repair ‘TRAIN PIPE (END)’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2534 R’
24.11.1989 Repair ‘BOGIE COMPLETE’.
24.11.1989 Repair ‘VEHICLE COMPLETE’.
24.11.1989 Repair ‘VEHICLE STENCILS’.
24.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2534 R’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE RECLASSIFY’.
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13.09.1990 Repair ‘VEHICLE RETARE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
13.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2534 R’
14.11.1990 Repair ‘END HOSE’.
14.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 2534 R’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BEARERS’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘COUPLER KNUCKLE’.
11.06.1992 Repair ‘EMPTY LOAD VALVE’.
11.06.1992 Repair ‘END BRAKE COCK’.
11.06.1992 Repair ‘END COMPLETE’.
11.06.1992 Repair ‘GRADE CONTROL VALVE’.
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1992 Repair ‘TOP CENTRE PLATE’.
11.06.1992 Repair ‘VEHICLE RECLASSIFY’.
11.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2534 R’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘CENTRE SILL’.
15.12.1992 Repair ‘HANDRAILS END’.
15.12.1992 Repair ‘TRAIN PIPE (END)’.
15.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2534 R’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2534 R’

24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘END COMPLETE’.
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24.05.1993 Repair ‘END HOSE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2534 R’
07.06.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘VEHICLE COMPLETE’.
07.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2534 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2534 R’
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2534 R’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2534 R’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 2540

31.08.1995 Reclassified from wagon ‘RKWF 2540 F’ to ’ wagon ‘RKWY 2540 M’.

RKWF 2550

Details: wagon ‘RKWF 2550 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.11.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.06.1996
Last Triple Valve: 26.07.1988
Last Brake Cylinder: 07.12.1990
Last Single Car Test: 07.12.1990
Last Lift: 06.08.1985

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘DOOR COMPLETE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘STANCHION’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2550 U’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘BRAKE BLOCK RB95’.
21.04.1990 Repair ‘COUPLER KNUCKLE’.
21.04.1990 Repair ‘EMPTY LOAD VALVE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2550 U’
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2550 U’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

20.09.1990 Repair ‘BODY COMPLETE’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Repair ‘VEHICLE RETARE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2550 U’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRANCH PIPE’.
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04.12.1990 Repair ‘COUPLER COMPLETE’.
04.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2550 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BEARERS’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1992 Repair ‘SIDE BEARER’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2550 U’
29.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2550 U’
03.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2550 U’
22.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2550 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BEARERS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.07.1993 Repair ‘END COMPLETE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Repair ‘STEP’.
20.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKWY 2550 U’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2550 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2550 U’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2550 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2550 U’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2557

Details: wagon ‘RKWF 2557 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.01.1973
Operating System: AN
Intended Use: STEEL BULK

14399



2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.06.1996
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 21.01.1994
Last Lift: 07.07.1976

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE COMPLETE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1989 Repair ‘TRAIN PIPE (END)’.
29.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
31.10.1989 Repair ‘VEHICLE COMPLETE’.
31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2557 Y’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘DOOR COMPLETE’.
23.11.1989 Repair ‘DRAFT GEAR POCKET’.
23.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Repair ‘STANCHION’.
23.11.1989 Repair ‘STEP’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
23.11.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
01.10.1990 Repair ‘BODY COMPLETE’.
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01.10.1990 Repair ‘VEHICLE RECLASSIFY’.
01.10.1990 Repair ‘VEHICLE RETARE’.
01.10.1990 Repair ‘VEHICLE STENCILS’.
01.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2557 Y’
05.12.1990 Repair ‘END HOSE’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 2557 Y’
17.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2557 Y’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2557 Y’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘BOGIE COMPLETE’.
07.10.1991 Repair ‘COUPLER COMPLETE’.
07.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1991 Repair ‘END BRAKE COCK’.
07.10.1991 Repair ‘END HOSE’.
07.10.1991 Repair ‘TRAIN PIPE (END)’.
07.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
13.01.1992 Repair ‘BOGIE BEARERS’.
13.01.1992 Repair ‘VEHICLE RECLASSIFY’.
13.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2557 Y’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BEARERS’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘END COMPLETE’.
14.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2557 Y’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE COMPLETE’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2557 Y’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
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WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BEARERS’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘END COMPLETE’.
20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2557 Y’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB101’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1993 Repair ‘COUPLER KNUCKLE’.
04.12.1993 Repair ‘UNDERFRAME COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BEARERS’.
21.01.1994 Repair ‘BOGIE BOLSTER’.
21.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1994 Repair ‘BOGIE SIDEFRAME’.
21.01.1994 Repair ‘BRAKE PULL ROD’.
21.01.1994 Repair ‘TRAIN PIPE’.
21.01.1994 Repair ‘UNDERFRAME COMPLETE’.
21.01.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2557 Y’
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26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2557 Y’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2561

Details: wagon ‘RKWF 2561 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.11.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.02.1996
Due Triple Valve: 15.09.1997
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 23.05.1988
Last Single Car Test: 09.12.1993
Last Lift: 15.09.1987

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.10.1989 Repair ‘DOOR COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2561 Y’
25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2561 Y’
01.12.1989 Repair ‘STEP’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2561 Y’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘VEHICLE RECLASSIFY’.
12.10.1990 Repair ‘VEHICLE RETARE’.
12.10.1990 Repair ‘VEHICLE STENCILS’.
12.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2561 Y’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE CONTROL PIPE’.
17.04.1991 Repair ‘BRANCH PIPE’.
17.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2561 Y’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1991 Repair ‘SIDE BEARER’.
11.07.1991 Repair ‘TRAIN PIPE (END)’.
11.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2561 Y’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1992 Repair ‘SIDE BEARER’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2561 Y’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BEARERS’.
16.07.1993 Repair ‘BOGIE COMPLETE’.
16.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘END COMPLETE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1993 Repair ‘HANDRAILS’.
16.07.1993 Repair ‘HANDRAILS END’.
16.07.1993 Repair ‘STANCHION’.
16.07.1993 Repair ‘STEP’.
16.07.1993 Repair ‘WEAR PLATES & SADDLES’.
16.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2561 Y’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE BLOCK RB101’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘DRAFT GEAR POCKET’.
08.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1993 Repair ‘UNDERFRAME COMPLETE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘YOKE COMPLETE’.
08.12.1993 Repair ‘YOKE FOLLOWER’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2561 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2561 Y’

27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2561 Y’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2561 Y’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.09.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2565

Details: wagon ‘RKWF 2565 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.12.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF 2565 L
BSG Code: FSKI

Capacity of 63 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 02.08.1996
Last Triple Valve: 01.09.1988
Last Brake Cylinder: 27.09.1993
Last Single Car Test: 27.09.1993
Last Lift: 20.05.1981

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2565 L’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2567

Details: wagon ‘RKWF 2567 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.12.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.05.1996
Last Triple Valve: 05.04.1988
Last Brake Cylinder: 11.06.1992
Last Single Car Test: 14.12.1993
Last Lift: 01.09.1982

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE COMPLETE’.
14.02.1990 Repair ‘TRAIN PIPE (END)’.
14.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1990 Repair ‘VEHICLE RECLASSIFY’.
19.09.1990 Repair ‘VEHICLE RETARE’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2567 W’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘TRAIN PIPE (END)’.
23.01.1991 Repair ‘TRAIN PIPE’.
23.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BRAKE CONTROL PIPE’.
31.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘END HOSE’.
31.05.1991 Repair ‘GRADE CONTROL VALVE’.
31.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 2567 W’
17.03.1992 Repair ‘HOSE FITTINGS’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 2567 W’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BEARERS’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.06.1992 Repair ‘EMPTY LOAD VALVE’.
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10.06.1992 Repair ‘END BRAKE COCK’.
10.06.1992 Repair ‘END COMPLETE’.
10.06.1992 Repair ‘GRADE CONTROL VALVE’.
10.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1992 Repair ‘TOP CENTRE PLATE’.
10.06.1992 Repair ‘VEHICLE RECLASSIFY’.
10.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2567 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB101’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BEARERS’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘END COMPLETE’.
28.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1993 Repair ‘TRAIN PIPE’.
28.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2567 W’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BRAKE BLOCK OTHER’.
22.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2567 W’

13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BRAKE BLOCK OTHER’.
13.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2567 W’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2569

Details: wagon ‘RKWF 2569 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.12.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 18.08.1995
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 11.11.1993
Last Lift: 15.08.1986
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

06.02.1990 Repair ‘HANDRAILS END’.
06.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2569 R’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2569 R’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1992 Repair ‘RELAY VALVE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Repair ‘TOP CENTRE PLATE’.
28.07.1992 Repair ‘TRAIN PIPE’.
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28.07.1992 Repair ‘VEHICLE RECLASSIFY’.
28.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2569 R’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘END COMPLETE’.
28.07.1993 Repair ‘END HOSE’.
28.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1993 Repair ‘HANDBRAKE HANDLE’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Repair ‘TRAIN PIPE’.
28.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2569 R’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

09.11.1993 Repair ‘TIMBER BEARER’.
09.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2569 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2569 R’
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2569 R’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2569 R’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 2612

Details: wagon ‘RKWF 2612 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.09.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKPY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 09.04.1996
Last Triple Valve: 05.04.1991
Last Brake Cylinder: 02.11.1993
Last Single Car Test: 02.11.1993
Last Lift: 04.08.1986
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2612 N’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.08.1989 Repair ‘END BRAKE COCK’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2612 N’
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2612 N’
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘STEP’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2612 N’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2612 N’
27.03.1991 Repair ‘DOOR COMPLETE’.
27.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2612 N’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘BRAKE CONTROL PIPE’.
04.04.1991 Repair ‘BRANCH PIPE’.
04.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.04.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘TRAIN PIPE (END)’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2612 N’
21.04.1991 Repair ‘HANDRAILS END’.
21.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2612 N’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BEARERS’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘END BRAKE COCK’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1992 Repair ‘SIDE BEARER’.
09.07.1992 Repair ‘TOP CENTRE PLATE’.
09.07.1992 Repair ‘TRAIN PIPE’.
09.07.1992 Repair ‘VEHICLE RECLASSIFY’.
09.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2612 N’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED
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UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BEARERS’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2612 N’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘CARD OR CLIP HOLDER’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1993 Repair ‘END BRAKE COCK’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘HANDBRAKE HANDLE’.
28.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Repair ‘STANCHION’.
28.10.1993 Repair ‘STEP’.
28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2612 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2612 N’
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2612 N’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
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21.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2613

Details: wagon ‘RKWF 2613 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.03.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 03.08.1996
Last Triple Valve: 04.05.1993
Last Brake Cylinder: 19.11.1993
Last Single Car Test: 19.11.1993
Last Lift: 21.09.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

10.06.1990 Repair ‘STEP’.
10.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2613 W’
23.08.1990 Repair ‘RELAY VALVE’.
23.08.1990 Repair ‘STANCHION’.
23.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2613 W’
26.03.1991 Repair ‘DOOR COMPLETE’.
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26.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2613 W’

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE RECLASSIFY’.
03.04.1991 Repair ‘VEHICLE RETARE’.
03.04.1991 Repair ‘VEHICLE STENCILS’.
03.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2613 W’
12.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2613 W’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 2613 W’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘END BRAKE COCK’.
27.07.1992 Repair ‘END HOSE’.
27.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1992 Repair ‘RELAY VALVE’.
27.07.1992 Repair ‘SIDE BEARER’.
27.07.1992 Repair ‘TOP CENTRE PLATE’.
27.07.1992 Repair ‘TRAIN PIPE’.
27.07.1992 Repair ‘VEHICLE RECLASSIFY’.
27.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2613 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BEARERS’.
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06.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1993 Repair ‘TRAIN PIPE (END)’.
06.04.1993 Repair ‘TRAIN PIPE’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2613 W’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BEARERS’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘END COMPLETE’.
03.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1993 Repair ‘HANDRAILS END’.
03.06.1993 Repair ‘STEP’.
03.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2613 W’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BODY COMPLETE’.
17.11.1993 Repair ‘BOGIE BEARERS’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB101’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘END COMPLETE’.
17.11.1993 Repair ‘END HOSE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘HANDBRAKE HANDLE’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘SIDE BEARER’.
17.11.1993 Repair ‘SIDE COMPLETE’.
17.11.1993 Repair ‘TIMBER BEARER’.
17.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Repair ‘VEHICLE RECLASSIFY’.
17.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2613 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2613 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2613 W’
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10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2616

Details: wagon ‘RKWF 2616 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.06.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKOX
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.05.1996
Last Brake Cylinder: 10.02.1994
Last Single Car Test: 10.02.1994
Last Lift: 07.04.1983

27.09.1989 Repair ‘STANCHION’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2616 D’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1989 Repair ‘VEHICLE COMPLETE’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2616 D’
21.12.1989 Repair ‘STEP’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2616 D’
29.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2616 D’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘END BRAKE COCK’.
17.09.1990 Repair ‘TRAIN PIPE (END)’.
17.09.1990 Repair ‘TRAIN PIPE’.
17.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2616 D’
21.09.1990 Repair ‘VEHICLE COMPLETE’.
21.09.1990 Repair ‘VEHICLE RECLASSIFY’.
21.09.1990 Repair ‘VEHICLE RETARE’.
21.09.1990 Repair ‘VEHICLE STENCILS’.
21.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2616 D’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘END BRAKE COCK’.
03.05.1991 Repair ‘TRAIN PIPE (END)’.
03.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2616 D’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘VEHICLE COMPLETE’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2616 D’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘BOGIE COMPLETE’.
30.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1992 Repair ‘SIDE BEARER’.
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30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2616 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BRAKE CONTROL PIPE’.
13.04.1993 Repair ‘BRAKE LEVER’.
13.04.1993 Repair ‘END BRAKE COCK’.
13.04.1993 Repair ‘TRAIN PIPE (END)’.
13.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2616 D’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BEARERS’.
14.07.1993 Repair ‘BOGIE COMPLETE’.
14.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘END COMPLETE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘STEP’.
14.07.1993 Repair ‘WEAR PLATES & SADDLES’.
14.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2616 D’
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1994 Repair ‘BRAKE BLOCK RB101’.
10.02.1994 Repair ‘BRAKE PULL ROD’.
10.02.1994 Repair ‘COUPLER KNUCKLE’.
10.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘WHEEL SET’.
10.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2616 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
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02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2616 D’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2616 D’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2616 D’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2618

Details: wagon ‘RKWF 2618 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.06.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI
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Capacity of 65 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.05.1996
Due Triple Valve: 01.10.1988
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 16.11.1993
Last Lift: 23.05.1979
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.07.1989 Repair ‘STANCHION’.
28.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2618 V’
12.02.1990 Repair ‘END BRAKE COCK’.
12.02.1990 Repair ‘END HOSE’.
12.02.1990 Repair ‘TRAIN PIPE (END)’.
12.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2618 V’
26.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1990 Repair ‘STEP’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2618 V’
01.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2618 V’
06.09.1990 Repair ‘STEP’.
06.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2618 V’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2618 V’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2618 V’
11.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1991 Repair ‘BRAKE PULL ROD’.
11.05.1991 Repair ‘BRANCH PIPE’.
11.05.1991 Repair ‘COUPLER COMPLETE’.
11.05.1991 Repair ‘COUPLER KNUCKLE’.
11.05.1991 Repair ‘GRADE CONTROL VALVE’.
11.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2618 V’
16.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2618 V’
10.02.1992 Repair ‘BRAKE LEVER’.
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10.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2618 V’

11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration complete ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

31.05.1993 Repair ‘COUPLER COMPLETE’.
31.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2618 V’
11.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2618 V’
28.06.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2618 V’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘END BRAKE COCK’.
07.09.1993 Repair ‘END COMPLETE’.
07.09.1993 Repair ‘END HOSE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1993 Repair ‘HANDBRAKE HANDLE’.
07.09.1993 Repair ‘HANDRAILS END’.
07.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1993 Repair ‘SIDE BEARER’.
07.09.1993 Repair ‘SIDE STEP’.
07.09.1993 Repair ‘STANCHION’.
07.09.1993 Repair ‘STEP’.
07.09.1993 Repair ‘TRAIN PIPE (END)’.
07.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2618 V’
13.09.1993 Alteration complete ‘CONVERT 7 NO. ‘AKPX’ TO ‘AKOX’ BY REMOVING

CENTRE PANEL TO DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. FURTHER CONVERSION FROM ‘AKOX’ TO ‘AKJY’ IN
CONJUNCTION WITH ALTERATION RS4700 AKPX (RS4824)’. New class: ‘AKOX’.

15.11.1993 Repair ‘VEHICLE RECLASSIFY’.
15.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2618 V’
09.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 2618 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2618 V’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 2618 V’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2647

Details: wagon ‘RKWF 2647 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.06.1974
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI
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Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.07.1996
Last Triple Valve: 18.10.1991
Last Brake Cylinder: 04.02.1993
Last Single Car Test: 03.02.1994
Last Lift: 28.07.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘TRAIN PIPE (END)’.
16.08.1989 Repair ‘TRAIN PIPE’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
23.10.1989 Repair ‘DOOR COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
27.10.1989 Repair ‘VEHICLE COMPLETE’.
27.10.1989 Repair ‘VEHICLE RECLASSIFY’.
27.10.1989 Repair ‘VEHICLE STENCILS’.
27.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2647 N’
11.01.1990 Repair ‘HANDRAILS END’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2647 N’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.07.1991 Repair ‘VEHICLE COMPLETE’.
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25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2647 N’

17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1991 Repair ‘END BRAKE COCK’.
17.10.1991 Repair ‘END HOSE’.
17.10.1991 Repair ‘TRAIN PIPE (END)’.
17.10.1991 Repair ‘TRAIN PIPE’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BEARERS’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1992 Repair ‘SIDE BEARER’.
30.01.1992 Repair ‘VEHICLE RECLASSIFY’.
30.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2647 N’
30.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2647 N’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘TRAIN PIPE (END)’.
07.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1993 Repair ‘TRAIN PIPE (END)’.
02.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.06.1993 Repair ‘BOGIE BEARERS’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘END COMPLETE’.
09.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1993 Repair ‘TRAIN PIPE’.
09.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2647 N’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK OTHER’.
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘COUPLER KNUCKLE’.
03.02.1994 Repair ‘STANCHION’.
03.02.1994 Repair ‘TRAIN PIPE’.
03.02.1994 Repair ‘UNDERFRAME COMPLETE’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2647 N’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2647 N’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Bathurst’ with a previous code of wagon ‘RKWY 2647 N’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 2856

Details: wagon ‘RKWF 2856 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.04.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 20.06.1996
Last Triple Valve: 05.04.1991
Last Brake Cylinder: 24.07.1992
Last Single Car Test: 07.12.1993
Last Lift: 15.11.1980
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘DOOR HINGES AND PINS’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Repair ‘SIDE BEARER’.
02.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2856 D’
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2856 D’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
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18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2856 D’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRAKE LEVER’.
04.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.04.1991 Repair ‘DOOR COMPLETE’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘SIDE BEARER’.
04.04.1991 Repair ‘TRAIN PIPE (END)’.
04.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.04.1991 Repair ‘WEAR PLATES & SADDLES’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2856 D’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.06.1991 Repair ‘BRAKE LEVER’.
07.06.1991 Repair ‘BRANCH PIPE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2856 D’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BEARERS’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘END BRAKE COCK’.
24.07.1992 Repair ‘END COMPLETE’.
24.07.1992 Repair ‘END HOSE’.
24.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1992 Repair ‘TOP CENTRE PLATE’.
24.07.1992 Repair ‘TRAIN PIPE’.
24.07.1992 Repair ‘VEHICLE RECLASSIFY’.
24.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2856 D’
30.07.1992 Repair ‘VEHICLE COMPLETE’.
30.07.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2856 D’
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘VEHICLE COMPLETE’.
31.07.1992 Repair ‘VEHICLE STENCILS’.
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31.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2856 D’

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARERS’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘END BRAKE COCK’.
02.06.1993 Repair ‘END COMPLETE’.
02.06.1993 Repair ‘TRAIN PIPE’.
02.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2856 D’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

11.10.1993 Repair ‘HANDRAILS END’.
11.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2856 D’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BODY COMPLETE’.
06.12.1993 Repair ‘BRAKE BLOCK OTHER’.
06.12.1993 Repair ‘EMPTY LOAD VALVE’.
06.12.1993 Repair ‘END BRAKE COCK’.
06.12.1993 Repair ‘END HOSE’.
06.12.1993 Repair ‘GRADE CONTROL VALVE’.
06.12.1993 Repair ‘HANDBRAKE HANDLE’.
06.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1993 Repair ‘SIDE COMPLETE’.
06.12.1993 Repair ‘TIMBER BEARER’.
06.12.1993 Repair ‘TRAIN PIPE (END)’.
06.12.1993 Repair ‘VEHICLE RECLASSIFY’.
06.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2856 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RKWY 2856 D’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

20.09.1994 Repair ‘VEHICLE COMPLETE’.
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20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2856 D’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2863

Details: wagon ‘RKWF 2863 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.04.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 19.06.1996
Last Brake Cylinder: 13.10.1993
Last Single Car Test: 13.10.1993
Last Lift: 01.02.1984
Cont Max Slots: 3

10.03.1990 Repair ‘END HOSE’.
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10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RKWY 2863 H’

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘DOOR LOCK MECHANISM’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE RECLASSIFY’.
04.10.1990 Repair ‘VEHICLE RETARE’.
04.10.1990 Repair ‘VEHICLE STENCILS’.
04.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2863 H’
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

03.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1992 Repair ‘BOGIE BEARERS’.
03.05.1992 Repair ‘BOGIE COMPLETE’.
03.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1992 Repair ‘SIDE BEARER’.
03.05.1992 Repair ‘VEHICLE RECLASSIFY’.
03.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2863 H’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BEARERS’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘END COMPLETE’.
04.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2863 H’
10.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1992 Repair ‘END HOSE’.
10.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
02.10.1992 Repair ‘FLOOR SUPPORT’.
02.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
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MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE PULL ROD’.
15.04.1993 Repair ‘CENTRE SILL’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Repair ‘BRAKE PULL ROD’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.10.1993 Repair ‘EMPTY LOAD VALVE’.
08.10.1993 Repair ‘END BRAKE COCK’.
08.10.1993 Repair ‘END COMPLETE’.
08.10.1993 Repair ‘END HOSE’.
08.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1993 Repair ‘HANDRAILS END’.
08.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1993 Repair ‘SIDE BEARER’.
08.10.1993 Repair ‘SIDE STEP’.
08.10.1993 Repair ‘STANCHION’.
08.10.1993 Repair ‘STEP’.
08.10.1993 Repair ‘TOP CENTRE PLATE’.
08.10.1993 Repair ‘TRAIN PIPE (END)’.
08.10.1993 Repair ‘TRAIN PIPE’.
08.10.1993 Repair ‘TRANSOM’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2863 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
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16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2863 H’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2866

Details: wagon ‘RKWF 2866 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.04.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 02.09.1996
Last Brake Cylinder: 21.07.1992
Last Single Car Test: 11.03.1994
Last Lift: 26.05.1983
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2866 L’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘TRAIN PIPE’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 2866 L’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE LEVER’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
03.08.1990 Repair ‘BRANCH PIPE’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2866 L’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘DOOR LOCK MECHANISM’.
21.02.1991 Repair ‘END HOSE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2866 L’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2866 L’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BOGIE BEARERS’.
15.07.1992 Repair ‘BOGIE COMPLETE’.
15.07.1992 Repair ‘END HOSE’.
15.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1992 Repair ‘SIDE BEARER’.
15.07.1992 Repair ‘TRAIN PIPE’.
15.07.1992 Repair ‘VEHICLE RECLASSIFY’.
15.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKWY 2866 L’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BODY COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB101’.
25.06.1993 Repair ‘CARD OR CLIP HOLDER’.
25.06.1993 Repair ‘END BRAKE COCK’.
25.06.1993 Repair ‘HANDRAILS END’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘TRAIN PIPE (END)’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2866 L’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BEARERS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘END COMPLETE’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘TRAIN PIPE (END)’.
30.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2866 L’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘END COMPLETE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘SIDE BEARER’.
03.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2866 L’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK OTHER’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 2866 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2866 L’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Osborne’ with a previous code of wagon ‘RKWY 2866 L’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2871

Details: wagon ‘RKWF 2871 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.04.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI
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Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.06.1996
Last Single Car Test: 25.10.1993

22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘DOOR HINGES AND PINS’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
25.03.1990 Repair ‘DOOR HINGES AND PINS’.
25.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2871 U’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BRAKE PULL ROD’.
04.09.1990 Repair ‘COUPLER KNUCKLE’.
04.09.1990 Repair ‘END BRAKE COCK’.
04.09.1990 Repair ‘END HOSE’.
04.09.1990 Repair ‘SIDE MEMBER’.
04.09.1990 Repair ‘TRAIN PIPE (END)’.
04.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
14.09.1990 Repair ‘VEHICLE COMPLETE’.
14.09.1990 Repair ‘VEHICLE RECLASSIFY’.
14.09.1990 Repair ‘VEHICLE RETARE’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
14.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2871 U’
08.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
04.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2871 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

06.06.1991 Repair ‘END HOSE’.
06.06.1991 Repair ‘WEAR PLATES & SADDLES’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.08.1991 Repair ‘BOGIE COMPLETE’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
26.08.1991 Repair ‘COUPLER COMPLETE’.
26.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.08.1991 Repair ‘TOP CENTRE PLATE’.
26.08.1991 Repair ‘TRAIN PIPE’.
26.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE COMPLETE’.
29.11.1991 Repair ‘COUPLER COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1991 Repair ‘YOKE PIN’.
29.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BEARERS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘SIDE BEARER’.
28.01.1992 Repair ‘VEHICLE RECLASSIFY’.
28.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2871 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BEARERS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘END COMPLETE’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2871 U’
06.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2871 U’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

14440



2.673. Wagon classification starting with ‘RKW’

22.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2871 U’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2871 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 2871 U’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2872

Details: wagon ‘RKWF 2872 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.05.1975
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.06.1996
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 25.10.1993
Last Lift: 23.08.1983
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

18.09.1989 Repair ‘HANDRAILS END’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2872 G’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2872 G’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2872 G’
28.03.1991 Repair ‘HANDRAILS END’.
28.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2872 G’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE BEARERS’.
03.07.1992 Repair ‘BOGIE COMPLETE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1992 Repair ‘SIDE BEARER’.
03.07.1992 Repair ‘TOP CENTRE PLATE’.
03.07.1992 Repair ‘TRAIN PIPE’.
03.07.1992 Repair ‘VEHICLE RECLASSIFY’.
03.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2872 G’
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20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED
UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

28.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1992 Repair ‘CARD OR CLIP HOLDER’.
28.11.1992 Repair ‘EMPTY LOAD VALVE’.
28.11.1992 Repair ‘GRADE CONTROL VALVE’.
28.11.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2872 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘END BRAKE COCK’.
06.08.1993 Repair ‘END COMPLETE’.
06.08.1993 Repair ‘TRAIN PIPE (END)’.
06.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2872 G’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘END BRAKE COCK’.
22.10.1993 Repair ‘END HOSE’.
22.10.1993 Repair ‘VEHICLE RECLASSIFY’.
22.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2872 G’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2872 G’
28.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2872 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2872 G’
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RKWY 2872 G’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

09.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
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FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2875

Details: wagon ‘RKWF 2875 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.05.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.06.1996
Last Triple Valve: 06.05.1988
Last Brake Cylinder: 20.09.1990
Last Single Car Test: 22.11.1993
Last Lift: 21.06.1984

24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE
OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
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19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 2875 K’

24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘VEHICLE RECLASSIFY’.
24.09.1990 Repair ‘VEHICLE STENCILS’.
24.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2875 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.06.1991 Repair ‘HANDRAILS END’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2875 K’
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2875 K’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BRAKE PULL ROD’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘END BRAKE COCK’.
04.10.1991 Repair ‘TRAIN PIPE (END)’.
04.10.1991 Repair ‘WEAR PLATES & SADDLES’.
04.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2875 K’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BEARERS’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘END COMPLETE’.
20.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1992 Repair ‘VEHICLE RECLASSIFY’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2875 K’
07.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2875 K’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Repair ‘WHEEL SET’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2875 K’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
08.07.1992 Repair ‘WHEEL SET’.
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08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2875 K’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘END BRAKE COCK’.
02.10.1992 Repair ‘END HOSE’.
02.10.1992 Repair ‘TOP CENTRE PLATE’.
02.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2875 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE COMPLETE’.
19.11.1993 Repair ‘CENTRE SILL’.
19.11.1993 Repair ‘COUPLER COMPLETE’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘END BRAKE COCK’.
19.11.1993 Repair ‘END COMPLETE’.
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1993 Repair ‘HANDBRAKE HANDLE’.
19.11.1993 Repair ‘SIDE BEARER’.
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘TRAIN PIPE’.
19.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2875 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2875 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2875 K’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2891

Details: wagon ‘RKWF 2891 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.04.1996
Last Single Car Test: 28.09.1993
Last Lift: 18.07.1985

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.10.1989 Repair ‘HITCH LOCK MECHANISM’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
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25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2891 N’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
18.10.1990 Repair ‘END BRAKE COCK’.
18.10.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
23.10.1990 Repair ‘VEHICLE COMPLETE’.
23.10.1990 Repair ‘VEHICLE RECLASSIFY’.
23.10.1990 Repair ‘VEHICLE RETARE’.
23.10.1990 Repair ‘VEHICLE STENCILS’.
23.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2891 N’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘TRAIN PIPE (END)’.
16.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2891 N’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE BEARINGS’.
01.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘RKWY 2891 N’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.01.1992 Repair ‘BRAKE PULL ROD’.
10.01.1992 Repair ‘BRANCH PIPE’.
10.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BEARERS’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1992 Repair ‘SIDE BEARER’.
05.03.1992 Repair ‘VEHICLE RECLASSIFY’.
05.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2891 N’
28.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
23.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2891 N’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Repair ‘BRAKE PULL ROD’.
03.12.1992 Repair ‘BRANCH PIPE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.12.1992 Repair ‘SIDE SILL’.
03.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Repair ‘BRANCH PIPE’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.05.1993 Repair ‘BOGIE BEARERS’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
20.05.1993 Repair ‘END COMPLETE’.
20.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2891 N’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘TRAIN PIPE (END)’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BRAKE BLOCK OTHER’.
27.09.1993 Repair ‘BRAKE CONTROL PIPE’.
27.09.1993 Repair ‘BRAKE LEVER’.
27.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2891 N’
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2891 N’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2891 N’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2909

Details: wagon ‘RKWF 2909 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTY; EX RKTF 2909 E
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: UK UZ CN AE
Return to Service Date: 09.05.1996
Due Triple Valve: 28.02.1989
Last Brake Cylinder: 28.08.1992
Last Single Car Test: 07.12.1993
Last Lift: 22.02.1982

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2909 E’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2911

Details: wagon ‘RKWF 2911 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 02.01.1996
Last Triple Valve: 09.12.1993
Last Brake Cylinder: 09.07.1992
Last Single Car Test: 09.12.1993
Last Lift: 15.10.1986
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2911 C’
16.10.1990 Repair ‘END HOSE’.
16.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2911 C’
16.12.1990 Repair ‘COUPLER KNUCKLE’.
16.12.1990 Repair ‘END HOSE’.
16.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2911 C’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2911 C’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BEARERS’.
07.07.1992 Repair ‘BOGIE COMPLETE’.
07.07.1992 Repair ‘END BRAKE COCK’.
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07.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘SIDE BEARER’.
07.07.1992 Repair ‘TOP CENTRE PLATE’.
07.07.1992 Repair ‘TRAIN PIPE’.
07.07.1992 Repair ‘VEHICLE RECLASSIFY’.
07.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2911 C’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1993 Repair ‘WHEEL SET’.
02.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2911 C’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BEARERS’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘END COMPLETE’.
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2911 C’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘EMPTY LOAD VALVE’.
20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Repair ‘VEHICLE RECLASSIFY’.
20.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2911 C’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.12.1993 Repair ‘UNDERFRAME COMPLETE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘YOKE FOLLOWER’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2911 C’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.
(NRC062)’. New class: ‘RKWY’.

30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2911 C’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2911 C’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE RECLASSIFY’.
08.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2911 C’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2919

Details: wagon ‘RKWF 2919 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
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BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.08.1996
Last Brake Cylinder: 17.01.1990
Last Single Car Test: 20.01.1994
Last Lift: 10.03.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘END BRAKE COCK’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
18.01.1990 Repair ‘VEHICLE COMPLETE’.
18.01.1990 Repair ‘VEHICLE STENCILS’.
18.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2919 F’
03.04.1990 Repair ‘STEP’.
03.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2919 F’
10.04.1990 Repair ‘DOOR LOCK MECHANISM’.
10.04.1990 Repair ‘END BRAKE COCK’.
10.04.1990 Repair ‘END HOSE’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2919 F’
05.09.1990 Repair ‘DOOR LOCK MECHANISM’.
05.09.1990 Repair ‘STANCHION’.
05.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2919 F’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2919 F’
25.05.1991 Repair ‘HANDRAILS END’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2919 F’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BRAKE PULL ROD’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1992 Repair ‘END BRAKE COCK’.
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22.01.1992 Repair ‘TRAIN PIPE (END)’.
22.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE SIDEFRAME’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘BRANCH PIPE’.
29.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2919 F’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Repair ‘BOGIE COMPLETE’.
02.07.1992 Repair ‘BRAKE BLOCK RB95’.
02.07.1992 Repair ‘BRAKE LEVER’.
02.07.1992 Repair ‘TRAIN PIPE’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
07.07.1992 Repair ‘STEP’.
07.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2919 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BEARERS’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘END HOSE’.
27.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1993 Repair ‘SIDE BEARER’.
27.04.1993 Repair ‘TRAIN PIPE’.
27.04.1993 Repair ‘VEHICLE RECLASSIFY’.
27.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2919 F’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARERS’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
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02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.06.1993 Repair ‘END COMPLETE’.
02.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1993 Repair ‘STEP’.
02.06.1993 Repair ‘TRAIN PIPE’.
02.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2919 F’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

09.11.1993 Repair ‘TIMBER BEARER’.
09.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2919 F’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘TRAIN PIPE (END)’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BRAKE CONTROL PIPE’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘TRAIN PIPE (END)’.
20.01.1994 Repair ‘TRAIN PIPE’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2919 F’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
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FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2921

Details: wagon ‘RKWF 2921 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.06.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 06.11.1995
Last Triple Valve: 02.02.1993
Last Brake Cylinder: 02.02.1993
Last Single Car Test: 03.09.1993
Last Lift: 23.10.1979
Cont Max Slots: 3

23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘EMPTY LOAD VALVE’.
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23.08.1990 Repair ‘GRADE CONTROL VALVE’.
23.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2921 K’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

29.10.1990 Repair ‘BODY COMPLETE’.
29.10.1990 Repair ‘VEHICLE RECLASSIFY’.
29.10.1990 Repair ‘VEHICLE RETARE’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BRAKE PULL ROD’.
28.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

27.05.1991 Repair ‘TRAIN PIPE (END)’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2921 K’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE LEVER’.
19.08.1991 Repair ‘BRANCH PIPE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘END BRAKE COCK’.
19.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.08.1991 Repair ‘BRAKE BLOCK RB95’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.08.1991 Repair ‘TOP CENTRE PLATE’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Repair ‘YOKE COMPLETE’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Repair ‘BOGIE COMPLETE’.
24.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘VEHICLE RECLASSIFY’.
24.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2921 K’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRANCH PIPE’.
10.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2921 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BEARERS’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.01.1993 Repair ‘END COMPLETE’.
27.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK OTHER’.
02.09.1993 Repair ‘BRAKE CONTROL PIPE’.
02.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BEARERS’.
09.09.1993 Repair ‘TRAIN PIPE’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘RKWY 2921 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2921 K’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2921 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.09.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 2925

Details: wagon ‘RKWF 2925 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.07.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FSKI

Capacity of 63 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 23.02.1996
Last Brake Cylinder: 22.11.1988
Last Single Car Test: 11.04.1994
Last Lift: 22.04.1978

30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2925 H’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2933

Details: wagon ‘RKWF 2933 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.07.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF 2933 U
BSG Code: FXKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 28.05.1996
Last Triple Valve: 21.06.1990
Last Brake Cylinder: 14.01.1994
Last Single Car Test: 14.01.1994
Last Lift: 06.05.1982
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16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2933 U’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2945

Details: wagon ‘RKWF 2945 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.12.1975
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.05.1996
Due Triple Valve: 01.04.1997
Last Brake Cylinder: 24.03.1993
Last Single Car Test: 08.11.1993
Last Lift: 01.09.1984
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
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STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘DOOR LOCK MECHANISM’.
25.07.1989 Repair ‘STANCHION’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2945 Q’
05.12.1990 Repair ‘HANDRAILS END’.
05.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2945 Q’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘STEP’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2945 Q’
04.04.1991 Repair ‘DOOR COMPLETE’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

17.06.1992 Repair ‘BOGIE COMPLETE’.
17.06.1992 Repair ‘BRAKE PULL ROD’.
17.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
20.06.1992 Repair ‘STEP’.
20.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2945 Q’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘COUPLER KNUCKLE’.
29.06.1992 Repair ‘STEP’.
29.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2945 Q’
02.10.1992 Repair ‘COUPLER COMPLETE’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1992 Repair ‘WEAR PLATES & SADDLES’.
02.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
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AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE BLOCK RB95’.
05.03.1993 Repair ‘BRAKE CONTROL PIPE’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘BRANCH PIPE’.
05.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘TRAIN PIPE (END)’.
05.03.1993 Repair ‘TRAIN PIPE’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BEARERS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘END COMPLETE’.
26.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1993 Repair ‘STANCHION’.
26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2945 Q’
27.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2945 Q’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘END COMPLETE’.
03.11.1993 Repair ‘END HOSE’.
03.11.1993 Repair ‘HANDBRAKE HANDLE’.
03.11.1993 Repair ‘SIDE BEARER’.
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03.11.1993 Repair ‘TRAIN PIPE (END)’.
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2945 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2945 Q’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2945 Q’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2949

Details: wagon ‘RKWF 2949 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.12.1975
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 03.09.1996
Due Triple Valve: 01.03.1997
Last Single Car Test: 13.01.1994
Last Lift: 23.03.1987
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2949 G’
28.08.1989 Repair ‘HANDRAILS’.
28.08.1989 Repair ‘STEP’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
09.02.1990 Repair ‘STANCHION’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘DOOR LOCK MECHANISM’.
03.08.1990 Repair ‘STANCHION’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘DOOR LOCK MECHANISM’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘END HOSE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2949 G’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2949 G’
11.04.1991 Repair ‘DOOR COMPLETE’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1992 Repair ‘STANCHION’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.
30.01.1992 Repair ‘WEAR PLATES & SADDLES’.
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BEARERS’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
27.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1993 Repair ‘SIDE BEARER’.
27.04.1993 Repair ‘TRAIN PIPE’.
27.04.1993 Repair ‘VEHICLE RECLASSIFY’.
27.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2949 G’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BEARERS’.
09.07.1993 Repair ‘BOGIE COMPLETE’.
09.07.1993 Repair ‘END COMPLETE’.
09.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1993 Repair ‘HANDBRAKE HANDLE’.
09.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2949 G’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BODY COMPLETE’.
12.11.1993 Repair ‘BRANCH PIPE’.
12.11.1993 Repair ‘EMPTY LOAD VALVE’.
12.11.1993 Repair ‘HANDBRAKE HANDLE’.
12.11.1993 Repair ‘SIDE COMPLETE’.
12.11.1993 Repair ‘TIMBER BEARER’.
12.11.1993 Repair ‘VEHICLE RECLASSIFY’.
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12.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 2949 G’

13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘HANDRAILS END’.
13.01.1994 Repair ‘STEP’.
13.01.1994 Repair ‘TRAIN PIPE (END)’.
13.01.1994 Repair ‘UNDERFRAME COMPLETE’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2949 G’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2949 G’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2969

Details: wagon ‘RKWF 2969 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 189
Date Built: 30.01.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF 2969 P
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 05.03.1996
Due Triple Valve: 19.02.1997
Last Brake Cylinder: 26.06.1992
Last Single Car Test: 17.03.1993

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2969 G’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2970

Details: wagon ‘RKWF 2970 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.02.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 19.07.1996
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 11.11.1993
Last Lift: 30.06.1984
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

29.10.1989 Repair ‘STEP’.
29.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2970 S’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘EMPTY LOAD VALVE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2970 S’
10.11.1989 Repair ‘END BRAKE COCK’.
10.11.1989 Repair ‘END HOSE’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2970 S’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘COUPLER KNUCKLE’.
05.04.1990 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘DOOR LOCK MECHANISM’.
05.04.1990 Repair ‘DOOR OPENING MECHANISM’.
05.04.1990 Repair ‘END BRAKE COCK’.
05.04.1990 Repair ‘HANDRAILS END’.
05.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1990 Repair ‘SIDE STEP’.
05.04.1990 Repair ‘STRIKING CASTING’.
05.04.1990 Repair ‘TRAIN PIPE (END)’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2970 S’
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07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘DOOR HINGES AND PINS’.
07.01.1991 Repair ‘DOOR OPENING MECHANISM’.
07.01.1991 Repair ‘SIDE BEARER’.
07.01.1991 Repair ‘TRAIN PIPE’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2970 S’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2970 S’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1992 Repair ‘SIDE BEARER’.
06.08.1992 Repair ‘TOP CENTRE PLATE’.
06.08.1992 Repair ‘TRAIN PIPE’.
06.08.1992 Repair ‘VEHICLE RECLASSIFY’.
06.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2970 S’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB101’.
17.08.1993 Repair ‘BRAKE PULL ROD’.
17.08.1993 Repair ‘CARD OR CLIP HOLDER’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘END BRAKE COCK’.
17.08.1993 Repair ‘END COMPLETE’.
17.08.1993 Repair ‘END HOSE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Repair ‘STANCHION’.
17.08.1993 Repair ‘STEP’.
17.08.1993 Repair ‘TRAIN PIPE (END)’.
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17.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
17.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2970 S’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

09.11.1993 Repair ‘TIMBER BEARER’.
09.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2970 S’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2970 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 2970 S’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 2970 S’
21.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2977

Details: wagon ‘RKWF 2977 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS 189
Date Built: 16.02.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FXKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY CN CM CK
Return to Service Date: 05.04.1995
Last Brake Cylinder: 01.06.1992
Last Single Car Test: 08.12.1993
Last Lift: 30.11.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

11.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 2977 M’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘CARD OR CLIP HOLDER’.
17.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1989 Repair ‘DOOR FRAME’.
17.08.1989 Repair ‘DOOR LOCK MECHANISM’.
17.08.1989 Repair ‘DOOR OPENING MECHANISM’.
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Repair ‘STANCHION’.
17.08.1989 Repair ‘TRAIN PIPE (END)’.
17.08.1989 Repair ‘TRAIN PIPE’.
17.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1989 Repair ‘YOKE FOLLOWER’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘BRAKE PULL ROD’.
28.03.1990 Repair ‘COUPLER COMPLETE’.
28.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.03.1990 Repair ‘DOOR COMPLETE’.
28.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘TOP CENTRE PLATE’.
28.03.1990 Repair ‘TRAIN PIPE (END)’.
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28.03.1990 Repair ‘WEAR PLATES & SADDLES’.
28.03.1990 Repair ‘YOKE COMPLETE’.
28.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRANCH PIPE’.
24.04.1990 Repair ‘STEP’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 2977 M’
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘STEP’.
21.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2977 M’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE LEVER’.
14.12.1990 Repair ‘BRANCH PIPE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘DOOR LOCK MECHANISM’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 2977 M’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2977 M’
23.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 2977 M’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘BRANCH PIPE’.
29.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘STEP’.
29.05.1992 Repair ‘WEAR PLATES & SADDLES’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
25.08.1992 Repair ‘HANDRAILS END’.
25.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.
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25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BEARERS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRAKE PULL ROD’.
20.07.1993 Repair ‘CARD OR CLIP HOLDER’.
20.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.07.1993 Repair ‘END COMPLETE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Repair ‘STANCHION’.
20.07.1993 Repair ‘STEP’.
20.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1993 Repair ‘BOGIE COMPLETE’.
10.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
13.09.1993 Alteration complete ‘CONVERT 7 NO. ‘AKPX’ TO ‘AKOX’ BY REMOVING

CENTRE PANEL TO DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. FURTHER CONVERSION FROM ‘AKOX’ TO ‘AKJY’ IN
CONJUNCTION WITH ALTERATION RS4700 AKPX (RS4824)’. New class: ‘AKOX’.

17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BODY COMPLETE’.
17.11.1993 Repair ‘BOGIE BEARERS’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘BOGIE COMPLETE’.
17.11.1993 Repair ‘BRAKE PULL ROD’.
17.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Repair ‘END COMPLETE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Repair ‘SIDE BEARER’.
17.11.1993 Repair ‘SIDE COMPLETE’.
17.11.1993 Repair ‘TIMBER BEARER’.
17.11.1993 Repair ‘TRAIN PIPE’.
17.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Repair ‘VEHICLE RECLASSIFY’.
17.11.1993 Repair ‘WHEEL SET’.
17.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2977 M’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘BRAKE PULL ROD’.
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06.12.1993 Repair ‘COUPLER COMPLETE’.
06.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
13.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 2977 M’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2977 M’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

08.12.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 2980

Details: wagon ‘RKWF 2980 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.02.1976
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKOY
BSG Code: FSKI

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 02.09.1996
Last Single Car Test: 08.12.1993
Last Lift: 17.10.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘DOOR COMPLETE’.
17.10.1989 Repair ‘END BRAKE COCK’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
20.10.1989 Repair ‘VEHICLE COMPLETE’.
20.10.1989 Repair ‘VEHICLE RECLASSIFY’.
20.10.1989 Repair ‘VEHICLE STENCILS’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
27.03.1990 Alteration complete ‘FIT U.S. 70T LOW LEVEL BOGIE FITTED WITH

STUCKI RB11 RESILIENT SIDE BEARERS TO ONE (1) ‘AKOX’ WAGON. FIT NEW
SIDEBEARERS AND DEEP SPIGOT CENTRE PLATE TO WAGON, TO DRAWING
A1/W3-11 MK2 FOR TESTING. RECLASSIFY ‘AKOY’ CLASS AND STENCIL
‘110KM/H‘. STENCIL BOGIES ‘ASSD’ CLASS. (RS4491)’. New class: ‘AKOY’.

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

19.10.1990 Repair ‘BODY COMPLETE’.
19.10.1990 Repair ‘BODY COMPLETE’.
19.10.1990 Repair ‘VEHICLE RECLASSIFY’.
19.10.1990 Repair ‘VEHICLE RETARE’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKOY 2980 C’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARERS’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB101’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.12.1990 Repair ‘HANDRAILS END’.
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14.12.1990 Repair ‘SIDE BEARER’.
14.12.1990 Repair ‘TOP CENTRE PLATE’.
14.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1990 Repair ‘VEHICLE RECLASSIFY’.
14.12.1990 Repair ‘YOKE COMPLETE’.
14.12.1990 Repair ‘YOKE FOLLOWER’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
12.03.1991 Alteration complete ‘FIT STUCKI 656-CRH WITH RB-27 METAL CAP AND

RB-27 RESILIENT BLOCK TO AKOY2980 IN ACCORDANCE WITH
M.E.STANDARD R31. HOLD FOR TEST. AKOY2980. (RS4581)’.

27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘BOGIE BEARERS’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKOY 2980 C’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKOY 2980 C’
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKOY 2980 C’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB101’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘TRAIN PIPE (END)’.
21.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BEARERS’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘COUPLER COMPLETE’.
02.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.07.1993 Repair ‘END COMPLETE’.
02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘STANCHION’.
02.07.1993 Repair ‘STEP’.
02.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKOY 2980 C’
23.09.1993 Repair ‘HANDRAILS’.
23.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKOY 2980 C’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AKOY’ STEEL WAGONS TO ‘RKOY‘.

(NRC059)’. New class: ‘RKOY’.
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11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKOY 2980 C’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
31.01.1995 Alteration complete ‘RECLASSIFY RKTF TO RKWF RKTF2526 (NRC071)’.

New class: ‘RKWF’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKOY 2980 C’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKOY 2980 C’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2985

Details: wagon ‘RKWF 2985 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.03.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.02.1996
Due Triple Valve: 01.07.1997
Last Single Car Test: 28.09.1993
Last Lift: 02.07.1987

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘EMPTY LOAD VALVE’.
21.09.1989 Repair ‘GRADE CONTROL VALVE’.
21.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.09.1989 Repair ‘HANDRAILS END’.
21.09.1989 Repair ‘STANCHION’.
21.09.1989 Repair ‘STRIKING CASTING’.
21.09.1989 Repair ‘VEHICLE COMPLETE’.
21.09.1989 Repair ‘WEAR PLATES & SADDLES’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2985 C’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘CARD OR CLIP HOLDER’.
12.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1990 Repair ‘HANDRAILS END’.
12.09.1990 Repair ‘SIDE BEARER’.
12.09.1990 Repair ‘TRAIN PIPE’.
12.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.09.1990 Repair ‘WEAR PLATES & SADDLES’.
12.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
20.09.1990 Repair ‘VEHICLE COMPLETE’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Repair ‘VEHICLE RETARE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2985 C’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘EMPTY LOAD VALVE’.
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29.04.1991 Repair ‘GRADE CONTROL VALVE’.
29.04.1991 Repair ‘STANCHION’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2985 C’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 2985 C’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BEARERS’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1992 Repair ‘SIDE BEARER’.
05.03.1992 Repair ‘VEHICLE RECLASSIFY’.
05.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2985 C’
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
29.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE LEVER’.
14.04.1993 Repair ‘STRIKING CASTING’.
14.04.1993 Repair ‘TRAIN PIPE (END)’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
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27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘END COMPLETE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘STEP’.
27.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 2985 C’
13.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
08.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 2985 C’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 2998

Details: wagon ‘RKWF 2998 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.02.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FXKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 19.01.1996
Last Triple Valve: 12.10.1993
Last Brake Cylinder: 21.03.1988
Last Single Car Test: 14.01.1994
Last Lift: 17.07.1980

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 2998 V’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 3001

Details: wagon ‘RKWF 3001 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 15.07.1996
Last Brake Cylinder: 17.08.1992
Last Single Car Test: 19.10.1993
Last Lift: 01.08.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 3001 G’
08.04.1991 Repair ‘DOOR COMPLETE’.
08.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3001 G’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE BEARERS’.
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1992 Repair ‘SIDE BEARER’.
11.08.1992 Repair ‘TOP CENTRE PLATE’.
11.08.1992 Repair ‘TRAIN PIPE’.
11.08.1992 Repair ‘VEHICLE RECLASSIFY’.
11.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3001 G’
27.08.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3001 G’
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28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘VEHICLE COMPLETE’.
28.08.1992 Repair ‘VEHICLE STENCILS’.
28.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3001 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3001 G’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘COUPLER COMPLETE’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Repair ‘END BRAKE COCK’.
03.09.1993 Repair ‘END COMPLETE’.
03.09.1993 Repair ‘END HOSE’.
03.09.1993 Repair ‘GRADE CONTROL VALVE’.
03.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1993 Repair ‘HANDBRAKE HANDLE’.
03.09.1993 Repair ‘SIDE BEARER’.
03.09.1993 Repair ‘STANCHION’.
03.09.1993 Repair ‘STEP’.
03.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3001 G’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘END BRAKE COCK’.
15.10.1993 Repair ‘END COMPLETE’.
15.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1993 Repair ‘TRAIN PIPE’.
15.10.1993 Repair ‘VEHICLE RECLASSIFY’.
15.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3001 G’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 3001 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 3001 G’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 3001 G’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 3008

Details: wagon ‘RKWF 3008 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: UY UZ CN CM AE CK
Return to Service Date: 10.05.1996
Last Single Car Test: 22.11.1993
Last Lift: 23.08.1985

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.10.1989 Repair ‘DOOR COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
25.10.1989 Repair ‘VEHICLE COMPLETE’.
25.10.1989 Repair ‘VEHICLE RECLASSIFY’.
25.10.1989 Repair ‘VEHICLE STENCILS’.
25.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3008 A’
29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 3008 A’
23.03.1990 Repair ‘COUPLER KNUCKLE’.
23.03.1990 Repair ‘END HOSE’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

12.10.1990 Repair ‘BODY COMPLETE’.
12.10.1990 Repair ‘BOGIE COMPLETE’.
12.10.1990 Repair ‘VEHICLE RECLASSIFY’.
12.10.1990 Repair ‘VEHICLE RETARE’.
12.10.1990 Repair ‘VEHICLE STENCILS’.
12.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3008 A’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘HANDRAILS END’.
05.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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05.12.1991 Repair ‘SIDE BEARER’.
05.12.1991 Repair ‘TOP CENTRE PLATE’.
05.12.1991 Repair ‘TRAIN PIPE (END)’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
03.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3008 A’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘END COMPLETE’.
06.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘TRAIN PIPE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3008 A’
06.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3008 A’
29.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BEARERS’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘END COMPLETE’.
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Repair ‘TRAIN PIPE’.
27.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3008 A’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB101’.
18.11.1993 Repair ‘BRAKE PULL ROD’.
18.11.1993 Repair ‘TRAIN PIPE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BEARERS’.
19.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 3008 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 3008 A’
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 3008 A’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3008 A’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 3009

Details: wagon ‘RKWF 3009 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.01.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.10.1995
Last Brake Cylinder: 16.07.1992
Last Single Car Test: 22.10.1993
Last Lift: 06.09.1982
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

26.10.1989 Repair ‘STEP’.
26.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 3009 J’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1990 Repair ‘VEHICLE COMPLETE’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 3009 J’
13.09.1990 Repair ‘END HOSE’.
13.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 3009 J’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘STANCHION’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 3009 J’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘STANCHION’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 3009 J’
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13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 3009 J’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘HANDRAILS END’.
09.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3009 J’
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3009 J’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
31.05.1991 Repair ‘TRAIN PIPE’.
31.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3009 J’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BEARERS’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
14.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1992 Repair ‘SIDE BEARER’.
14.07.1992 Repair ‘TOP CENTRE PLATE’.
14.07.1992 Repair ‘TRAIN PIPE’.
14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3009 J’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE BEARERS’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB101’.
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19.08.1993 Repair ‘BRAKE PULL ROD’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘END BRAKE COCK’.
19.08.1993 Repair ‘END COMPLETE’.
19.08.1993 Repair ‘END HOSE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.08.1993 Repair ‘HANDBRAKE HANDLE’.
19.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1993 Repair ‘STANCHION’.
19.08.1993 Repair ‘STEP’.
19.08.1993 Repair ‘TRAIN PIPE (END)’.
19.08.1993 Repair ‘TRAIN PIPE’.
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.08.1993 Repair ‘WEAR PLATES & SADDLES’.
19.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3009 J’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘HANDBRAKE HANDLE’.
20.10.1993 Repair ‘VEHICLE RECLASSIFY’.
20.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3009 J’
18.11.1993 Repair ‘BRAKE BLOCK OTHER’.
18.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3009 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3009 J’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3009 J’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3009 J’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 3015

Details: wagon ‘RKWF 3015 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.04.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 16.05.1996
Last Triple Valve: 18.11.1992
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 13.12.1993
Last Lift: 21.07.1987

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

17.10.1989 Repair ‘DOOR COMPLETE’.
17.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
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20.10.1989 Repair ‘VEHICLE COMPLETE’.
20.10.1989 Repair ‘VEHICLE RECLASSIFY’.
20.10.1989 Repair ‘VEHICLE STENCILS’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 3015 E’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

06.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 3015 E’
20.11.1990 Repair ‘BODY COMPLETE’.
20.11.1990 Repair ‘VEHICLE RECLASSIFY’.
20.11.1990 Repair ‘VEHICLE RETARE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3015 E’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BEARERS’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘END HOSE’.
18.04.1991 Repair ‘TOP CENTRE PLATE’.
18.04.1991 Repair ‘TRAIN PIPE (END)’.
18.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

18.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 3015 E’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BEARERS’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘END BRAKE COCK’.
21.07.1992 Repair ‘END HOSE’.
21.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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21.07.1992 Repair ‘SIDE BEARER’.
21.07.1992 Repair ‘TOP CENTRE PLATE’.
21.07.1992 Repair ‘VEHICLE RECLASSIFY’.
21.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3015 E’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘COUPLER COMPLETE’.
01.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1992 Repair ‘TRAIN PIPE’.
01.09.1992 Repair ‘VEHICLE COMPLETE’.
01.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1992 Repair ‘BRAKE PULL ROD’.
10.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.11.1992 Repair ‘TRANSOM’.
10.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB101’.
17.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘END BRAKE COCK’.
17.08.1993 Repair ‘END COMPLETE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Repair ‘TRAIN PIPE’.
17.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 3015 E’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘BRANCH PIPE’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘END HOSE’.
13.12.1993 Repair ‘TRAIN PIPE (END)’.
13.12.1993 Repair ‘UNDERFRAME COMPLETE’.
13.12.1993 Repair ‘VEHICLE COMPLETE’.
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 3015 E’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 3015 E’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 3015 E’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4001

Details: wagon ‘RKWF 4001 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.03.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 02.09.1996
Due Triple Valve: 01.07.1987
Last Single Car Test: 02.08.1993
Last Lift: 01.06.1982

09.01.1990 Repair ‘CARD OR CLIP HOLDER’.
09.01.1990 Repair ‘DOOR OPENING MECHANISM’.
09.01.1990 Repair ‘STANCHION’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Repair ‘END HOSE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
18.09.1990 Repair ‘VEHICLE COMPLETE’.
18.09.1990 Repair ‘VEHICLE RECLASSIFY’.
18.09.1990 Repair ‘VEHICLE RETARE’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
23.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.

14498



2.673. Wagon classification starting with ‘RKW’

23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘TRAIN PIPE’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
23.01.1992 Repair ‘STEP’.
23.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4001 M’
25.06.1992 Repair ‘BOGIE BEARERS’.
25.06.1992 Repair ‘VEHICLE RECLASSIFY’.
25.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4001 M’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘TRAIN PIPE (END)’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4001 M’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BEARERS’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK RB101’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘END COMPLETE’.
28.07.1993 Repair ‘HANDBRAKE HANDLE’.
28.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4001 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
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SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

31.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4001 M’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4005

Details: wagon ‘RKWF 4005 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.08.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 17.06.1996
Last Brake Cylinder: 09.05.1990
Last Lift: 24.05.1982
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02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4005 C’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘VEHICLE COMPLETE’.
28.11.1990 Repair ‘VEHICLE RECLASSIFY’.
28.11.1990 Repair ‘VEHICLE RETARE’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
28.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4005 C’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘EMPTY LOAD VALVE’.
24.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.06.1991 Repair ‘HANDRAILS END’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4005 C’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1992 Repair ‘SIDE BEARER’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4005 C’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
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ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BEARERS’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.05.1993 Repair ‘END COMPLETE’.
18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4005 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKWY 4005 C’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4005 C’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4006

Details: wagon ‘RKWF 4006 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
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Date Built: 17.08.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 09.12.1995
Due Triple Valve: 01.12.1989
Last Triple Valve: 29.05.1989
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 01.02.1994
Last Lift: 01.02.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

14.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4006 L’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

17.10.1990 Repair ‘BOGIE SPRING’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4006 L’
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘VEHICLE RECLASSIFY’.
20.11.1990 Repair ‘VEHICLE RETARE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4006 L’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

28.05.1991 Repair ‘HANDRAILS END’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4006 L’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘TRAIN PIPE (END)’.
22.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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22.08.1991 Repair ‘YOKE CARRIER’.
22.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4006 L’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BEARERS’.
04.05.1992 Repair ‘BOGIE BEARERS’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘SIDE BEARER’.
04.05.1992 Repair ‘VEHICLE RECLASSIFY’.
04.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
04.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4006 L’
04.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4006 L’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

19.12.1992 Repair ‘HANDRAILS END’.
19.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4006 L’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BEARERS’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
20.09.1993 Repair ‘BRAKE BLOCK RB101’.
20.09.1993 Repair ‘BRAKE LEVER’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘COUPLER COMPLETE’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘END BRAKE COCK’.
20.09.1993 Repair ‘END COMPLETE’.
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20.09.1993 Repair ‘END HOSE’.
20.09.1993 Repair ‘END SILL’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1993 Repair ‘ISOLATING COCK’.
20.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1993 Repair ‘SIDE BEARER’.
20.09.1993 Repair ‘SIDE STEP’.
20.09.1993 Repair ‘STEP’.
20.09.1993 Repair ‘TRAIN PIPE (END)’.
20.09.1993 Repair ‘TRAIN PIPE’.
20.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1993 Repair ‘WEAR PLATES & SADDLES’.
20.09.1993 Repair ‘YOKE COMPLETE’.
20.09.1993 Repair ‘YOKE PIN’.
20.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4006 L’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘SIDE STEP’.
17.11.1993 Repair ‘STEP’.
17.11.1993 Repair ‘VEHICLE COMPLETE’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4006 L’
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1994 Repair ‘BRAKE PULL ROD’.
01.02.1994 Repair ‘COUPLER COMPLETE’.
01.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
01.02.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1994 Repair ‘WEAR PLATES & SADDLES’.
01.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4006 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4006 L’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4006 L’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 4007

Details: wagon ‘RKWF 4007 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.11.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 20.11.1995
Last Brake Cylinder: 06.08.1992
Last Single Car Test: 09.12.1993
Last Lift: 03.08.1978
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE STENCILS’.
02.11.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKWY 4007 U’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4007 U’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘SIDE SILL’.

14506



2.673. Wagon classification starting with ‘RKW’

10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4007 U’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BEARERS’.
05.08.1992 Repair ‘BOGIE COMPLETE’.
05.08.1992 Repair ‘END BRAKE COCK’.
05.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1992 Repair ‘SIDE BEARER’.
05.08.1992 Repair ‘TOP CENTRE PLATE’.
05.08.1992 Repair ‘TRAIN PIPE’.
05.08.1992 Repair ‘VEHICLE RECLASSIFY’.
05.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4007 U’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BRAKE PIN’.
22.10.1992 Repair ‘BRAKE PULL ROD’.
22.10.1992 Repair ‘COUPLER COMPLETE’.
22.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.10.1992 Repair ‘DOOR LOCK MECHANISM’.
22.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.10.1992 Repair ‘STEP’.
22.10.1992 Repair ‘STRIKING CASTING’.
22.10.1992 Repair ‘WEAR PLATES & SADDLES’.
22.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4007 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘END HOSE’.
20.04.1993 Repair ‘TRAIN PIPE (END)’.
20.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4007 U’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE PULL ROD’.

14507



2. TIMS GROUP INFORMATION - WAGONS

24.08.1993 Repair ‘COUPLER COMPLETE’.
24.08.1993 Repair ‘END COMPLETE’.
24.08.1993 Repair ‘END HOSE’.
24.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1993 Repair ‘HANDBRAKE HANDLE’.
24.08.1993 Repair ‘STANCHION’.
24.08.1993 Repair ‘STEP’.
24.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4007 U’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BODY COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘END BRAKE COCK’.
07.12.1993 Repair ‘END COMPLETE’.
07.12.1993 Repair ‘END HOSE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘SIDE BEARER’.
07.12.1993 Repair ‘SIDE COMPLETE’.
07.12.1993 Repair ‘TIMBER BEARER’.
07.12.1993 Repair ‘TRAIN PIPE (END)’.
07.12.1993 Repair ‘VEHICLE RECLASSIFY’.
07.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4007 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4007 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4007 U’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
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20.11.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 4013

Details: wagon ‘RKWF 4013 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.04.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 21.07.1995
Last Triple Valve: 08.08.1988
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 11.11.1993
Last Lift: 01.05.1984

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

13.08.1989 Repair ‘STEP’.
13.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4013 P’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE COMPLETE’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Repair ‘COUPLER COMPLETE’.
12.10.1990 Repair ‘END BRAKE COCK’.
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12.10.1990 Repair ‘END HOSE’.
12.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1990 Repair ‘TOP CENTRE PLATE’.
12.10.1990 Repair ‘TRAIN PIPE (END)’.
12.10.1990 Repair ‘TRAIN PIPE’.
12.10.1990 Repair ‘YOKE COMPLETE’.
12.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE RECLASSIFY’.
31.10.1990 Repair ‘VEHICLE RETARE’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4013 P’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1991 Repair ‘BOGIE COMPLETE’.
05.07.1991 Repair ‘BRAKE PULL ROD’.
05.07.1991 Repair ‘FLOOR SUPPORT’.
05.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1991 Repair ‘TRAIN PIPE’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
29.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
21.04.1992 Repair ‘BOGIE BEARERS’.
21.04.1992 Repair ‘VEHICLE RECLASSIFY’.
21.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4013 P’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘BOGIE BEARERS’.
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘BRAKE PULL ROD’.
23.04.1992 Repair ‘END COMPLETE’.
23.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1992 Repair ‘TOP CENTRE PLATE’.
23.04.1992 Repair ‘TRAIN PIPE’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4013 P’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
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REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE LEVER’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE BEARERS’.
25.05.1993 Repair ‘BOGIE COMPLETE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.05.1993 Repair ‘END COMPLETE’.
25.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4013 P’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4013 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4013 P’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
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21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 4015

Details: wagon ‘RKWF 4015 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.07.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FXKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UK CN
Return to Service Date: 11.06.1996
Last Brake Cylinder: 17.01.1994
Last Single Car Test: 17.01.1994
Last Lift: 01.03.1981

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 4015 R’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
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02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4016

Details: wagon ‘RKWF 4016 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 24.01.1996
Due Triple Valve: 01.06.1988
Last Brake Cylinder: 17.02.1989
Last Single Car Test: 14.07.1993
Last Lift: 01.08.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘TRAIN PIPE (END)’.
21.11.1989 Repair ‘TRAIN PIPE’.
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21.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4016 T’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘TRAIN PIPE’.
15.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4016 T’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘COUPLER COMPLETE’.
06.06.1990 Repair ‘DRAFT GEAR POCKET’.
06.06.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘END BRAKE COCK’.
06.06.1990 Repair ‘END HOSE’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Repair ‘TRAIN PIPE’.
06.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1990 Repair ‘YOKE CARRIER’.
06.06.1990 Repair ‘YOKE COMPLETE’.
06.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
10.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1990 Repair ‘STEP’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4016 T’
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4016 T’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RECLASSIFY’.
18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4016 T’
01.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4016 T’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
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RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE BLOCK RB95’.
16.05.1991 Repair ‘BRANCH PIPE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4016 T’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BOGIE COMPLETE’.
12.07.1991 Repair ‘DRAFT GEAR POCKET’.
12.07.1991 Repair ‘END BRAKE COCK’.
12.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1991 Repair ‘TRAIN PIPE (END)’.
12.07.1991 Repair ‘TRAIN PIPE’.
12.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
11.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4016 T’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘BRAKE LEVER’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.02.1992 Repair ‘YOKE COMPLETE’.
27.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4016 T’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4016 T’

14515



2. TIMS GROUP INFORMATION - WAGONS

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BEARERS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘END COMPLETE’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4016 T’
06.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4016 T’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘COUPLER COMPLETE’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1993 Repair ‘VEHICLE COMPLETE’.
15.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE LEVER’.
13.07.1993 Repair ‘BRAKE PULL ROD’.
13.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 4016 T’
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4016 T’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4016 T’
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26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4017

Details: wagon ‘RKWF 4017 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.10.1981
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 13.01.1996
Due Triple Valve: 01.10.1987
Last Brake Cylinder: 08.01.1994
Last Single Car Test: 28.11.1991
Last Lift: 01.10.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
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Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

12.12.1989 Repair ‘HANDRAILS END’.
12.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4017 F’
27.03.1990 Alteration complete ‘FIT U.S. 70T LOW LEVEL BOGIE FITTED WITH

MINER TCC-4500 RESILIENT SIDE BEARERS TO ONE (1) ‘AKOX’ WAGON. FIT
NEW SIDE BEARERS AND DEEP SPIGOT CENTRE PLATE TO WAGON, TO
DRAWING A1/W3-11 MK1 FOR TESTING. RECLASSIFY WAGON ‘AKOY’ CLASS
AND STENCIL ‘110KM/H’ STENCIL BOGIES ‘ASSD‘. (RS4490)’. New class:
‘AKOY’.

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

06.11.1990 Repair ‘VEHICLE COMPLETE’.
06.11.1990 Repair ‘VEHICLE RECLASSIFY’.
06.11.1990 Repair ‘VEHICLE RETARE’.
06.11.1990 Repair ‘VEHICLE STENCILS’.
06.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4017 F’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4017 F’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARERS’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB101’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘SIDE BEARER’.
14.12.1990 Repair ‘TOP CENTRE PLATE’.
14.12.1990 Repair ‘VEHICLE RECLASSIFY’.
14.12.1990 Repair ‘VEHICLE RECLASSIFY’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4017 F’
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4017 F’
17.03.1991 Repair ‘STEP’.
17.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4017 F’
06.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4017 F’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘STANCHION’.
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25.11.1991 Repair ‘STEP’.
25.11.1991 Repair ‘VEHICLE COMPLETE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4017 F’
10.03.1992 Alteration complete ‘RECLASSIFY WAGON TO ‘AKJY‘. PAINT BOGIES

YELLOW AND RECLASSIFY IN ACCORDANCE WITH ME STANDARD R40. AKOY
4017. (RS4679)’. New class: ‘AKJY’.

20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘VEHICLE COMPLETE’.
20.03.1992 Repair ‘VEHICLE RECLASSIFY’.
20.03.1992 Repair ‘VEHICLE STENCILS’.
20.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4017 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BEARERS’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘COUPLER COMPLETE’.
18.06.1993 Repair ‘COUPLER KNUCKLE’.
18.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.06.1993 Repair ‘END COMPLETE’.
18.06.1993 Repair ‘END HOSE’.
18.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1993 Repair ‘STANCHION’.
18.06.1993 Repair ‘STEP’.
18.06.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.06.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
18.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4017 F’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4017 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.04.1994 Repair ‘END BRAKE COCK’.
28.04.1994 Repair ‘STEP’.
28.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 4017 F’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4017 F’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4017 F’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4019

Details: wagon ‘RKWF 4019 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 16.02.1996
Last Triple Valve: 24.05.1988
Last Single Car Test: 27.08.1993

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Repair ‘VEHICLE RECLASSIFY’.
18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4019 A’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BEARERS’.
08.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4019 A’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.06.1991 Alteration complete ‘REPAIR ALL CRACKS AND STRENGTHEN ORIGINAL
DOOR PILLARS WITH GUSSET ASSEMBLY. AKOX.—**** CANCELLED SEE
RS4662 **** (RS4613)’.

19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4019 A’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘DOOR FRAME’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘TRAIN PIPE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 4019 A’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BEARERS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘SIDE BEARER’.
28.01.1992 Repair ‘VEHICLE RECLASSIFY’.

14521



2. TIMS GROUP INFORMATION - WAGONS

28.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 4019 A’

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE COMPLETE’.
24.11.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1992 Repair ‘TRAIN PIPE (END)’.
24.11.1992 Repair ‘TRAIN PIPE’.
24.11.1992 Repair ‘TRANSOM’.
24.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4019 A’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BOLSTER’.
25.08.1993 Repair ‘BOGIE COMPLETE’.
25.08.1993 Repair ‘BOGIE SIDEFRAME’.
25.08.1993 Repair ‘BRAKE BLOCK RB101’.
25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘END COMPLETE’.
25.08.1993 Repair ‘SIDE STEP’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘STEP’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Repair ‘WEAR PLATES & SADDLES’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4019 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4019 A’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 4019 A’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4020

Details: wagon ‘RKWF 4020 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: UK UZ CN AE
Return to Service Date: 05.07.1995
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 27.02.1990
Last Single Car Test: 20.12.1993
Last Lift: 23.05.1979

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 4020 D’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.

14523



2. TIMS GROUP INFORMATION - WAGONS

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

05.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 4021

Details: wagon ‘RKWF 4021 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.02.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.02.1996
Last Brake Cylinder: 15.10.1993
Last Single Car Test: 15.10.1993

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

14.07.1989 Repair ‘END BRAKE COCK’.
14.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4021 F’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE COMPLETE’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘COUPLER COMPLETE’.
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07.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
07.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘TOP CENTRE PLATE’.
07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1990 Repair ‘YOKE COMPLETE’.
07.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4021 F’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4021 F’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

11.10.1990 Repair ‘BODY COMPLETE’.
11.10.1990 Repair ‘VEHICLE RECLASSIFY’.
11.10.1990 Repair ‘VEHICLE RETARE’.
11.10.1990 Repair ‘VEHICLE STENCILS’.
11.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4021 F’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BEARERS’.
01.07.1992 Repair ‘BOGIE COMPLETE’.
01.07.1992 Repair ‘END BRAKE COCK’.
01.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1992 Repair ‘SIDE BEARER’.
01.07.1992 Repair ‘TOP CENTRE PLATE’.
01.07.1992 Repair ‘TRAIN PIPE’.
01.07.1992 Repair ‘VEHICLE RECLASSIFY’.
01.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4021 F’
05.11.1992 Repair ‘CENTRE SILL’.
05.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4021 F’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1992 Repair ‘EMPTY LOAD VALVE’.
06.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1992 Repair ‘TRAIN PIPE’.
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06.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 4021 F’

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1993 Repair ‘BOGIE BEARERS’.
13.06.1993 Repair ‘BOGIE COMPLETE’.
13.06.1993 Repair ‘END COMPLETE’.
13.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1993 Repair ‘HANDRAILS END’.
13.06.1993 Repair ‘SIDE STEP’.
13.06.1993 Repair ‘STEP’.
13.06.1993 Repair ‘TRAIN PIPE’.
13.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4021 F’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘BRAKE LEVER’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4021 F’
19.10.1993 Repair ‘HANDRAILS’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4021 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 4021 F’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4021 F’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4022

Details: wagon ‘RKWF 4022 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.04.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 05.06.1996
Due Triple Valve: 01.03.1996
Last Brake Cylinder: 11.05.1992
Last Single Car Test: 25.03.1994
Last Lift: 27.05.1983

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

12.01.1990 Repair ‘STEP’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4022 Y’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.03.1990 Repair ‘BOGIE SPRING’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.03.1990 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Repair ‘TRAIN PIPE (END)’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘YOKE COMPLETE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4022 Y’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4022 Y’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

06.11.1990 Repair ‘BODY COMPLETE’.
06.11.1990 Repair ‘VEHICLE RECLASSIFY’.
06.11.1990 Repair ‘VEHICLE RETARE’.
06.11.1990 Repair ‘VEHICLE STENCILS’.
06.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4022 Y’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4022 Y’
07.05.1992 Repair ‘BOGIE BEARERS’.
07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4022 Y’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘END COMPLETE’.
11.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1992 Repair ‘TOP CENTRE PLATE’.
11.05.1992 Repair ‘TRAIN PIPE’.
11.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4022 Y’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
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AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

04.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4022 Y’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 4022 Y’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB101’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘END BRAKE COCK’.
17.08.1993 Repair ‘END COMPLETE’.
17.08.1993 Repair ‘END HOSE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Repair ‘STANCHION’.
17.08.1993 Repair ‘STEP’.
17.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
17.08.1993 Repair ‘WEAR PLATES & SADDLES’.
17.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4022 Y’
25.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1994 Repair ‘BRAKE BLOCK OTHER’.
25.03.1994 Repair ‘BRAKE CONTROL PIPE’.
25.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4022 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4022 Y’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4022 Y’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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29.08.1994 Issued at location ‘Osborne’ with a previous code of wagon ‘RKWY 4022 Y’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4023

Details: wagon ‘RKWF 4023 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.02.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FXKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 20.08.1996
Last Brake Cylinder: 07.09.1991
Last Single Car Test: 13.10.1993
Last Lift: 17.10.1980
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
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‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘DOOR HINGES AND PINS’.
29.09.1989 Repair ‘DOOR OPENING MECHANISM’.
29.09.1989 Repair ‘TRAIN PIPE (END)’.
29.09.1989 Repair ‘TRAIN PIPE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4023 A’
19.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4023 A’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4023 A’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘HANDRAILS END’.
30.04.1990 Repair ‘RELAY VALVE’.
30.04.1990 Repair ‘STANCHION’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4023 A’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4023 A’
07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1991 Repair ‘SIDE MEMBER’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4023 A’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING
SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

13.09.1993 Alteration complete ‘CONVERT 7 NO. ‘AKPX’ TO ‘AKOX’ BY REMOVING
CENTRE PANEL TO DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. FURTHER CONVERSION FROM ‘AKOX’ TO ‘AKJY’ IN
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CONJUNCTION WITH ALTERATION RS4700 AKPX (RS4824)’. New class: ‘AKOX’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BEARERS’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.10.1993 Repair ‘EMPTY LOAD VALVE’.
08.10.1993 Repair ‘END BRAKE COCK’.
08.10.1993 Repair ‘END COMPLETE’.
08.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1993 Repair ‘HANDRAILS END’.
08.10.1993 Repair ‘SIDE BEARER’.
08.10.1993 Repair ‘STANCHION’.
08.10.1993 Repair ‘STEP’.
08.10.1993 Repair ‘TRAIN PIPE (END)’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1993 Repair ‘VEHICLE RECLASSIFY’.
08.10.1993 Repair ‘WEAR PLATES & SADDLES’.
08.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4023 A’
26.10.1993 Repair ‘BODY COMPLETE’.
26.10.1993 Repair ‘SIDE COMPLETE’.
26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4023 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKWY 4023 A’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4023 A’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4026

Details: wagon ‘RKWF 4026 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.05.1996
Due Triple Valve: 02.08.1994
Last Single Car Test: 02.08.1993
Last Lift: 12.05.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.10.1989 Repair ‘DOOR COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4026 E’
26.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘VEHICLE RECLASSIFY’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4026 E’
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28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE COMPLETE’.
29.08.1990 Repair ‘END BRAKE COCK’.
29.08.1990 Repair ‘HANDRAILS END’.
29.08.1990 Repair ‘TRAIN PIPE (END)’.
29.08.1990 Repair ‘WEAR PLATES & SADDLES’.
29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4026 E’
05.12.1990 Repair ‘BODY COMPLETE’.
05.12.1990 Repair ‘VEHICLE RECLASSIFY’.
05.12.1990 Repair ‘VEHICLE RETARE’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4026 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BEARERS’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘VEHICLE RECLASSIFY’.
05.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4026 E’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1992 Repair ‘HANDBRAKE HANDLE’.
11.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4026 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
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TO DRAWING A1/W1-118 REV C (RS4755)’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘BRAKE CONTROL PIPE’.
28.07.1993 Repair ‘BRANCH PIPE’.
28.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘END BRAKE COCK’.
28.07.1993 Repair ‘END COMPLETE’.
28.07.1993 Repair ‘END HOSE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1993 Repair ‘HANDBRAKE HANDLE’.
28.07.1993 Repair ‘RELAY VALVE’.
28.07.1993 Repair ‘STEP’.
28.07.1993 Repair ‘TRAIN PIPE (END)’.
28.07.1993 Repair ‘TRAIN PIPE’.
28.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4026 E’
11.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 4026 E’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4026 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4026 E’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4026 E’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
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22.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4027

Details: wagon ‘RKWF 4027 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.01.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.09.1995
Due Triple Valve: 20.10.1988
Last Brake Cylinder: 18.01.1989
Last Single Car Test: 03.02.1994

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4027 N’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE RECLASSIFY’.
06.09.1990 Repair ‘VEHICLE RETARE’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4027 N’
30.10.1990 Repair ‘SIDE STEP’.
30.10.1990 Repair ‘STEP’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4027 N’
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08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.10.1991 Repair ‘HANDBRAKE HANDLE’.
25.10.1991 Repair ‘STEP’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4027 N’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARERS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Repair ‘TOP CENTRE PLATE’.
20.03.1992 Repair ‘TRAIN PIPE’.
20.03.1992 Repair ‘VEHICLE RECLASSIFY’.
20.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4027 N’
21.08.1992 Repair ‘STEP’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4027 N’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BEARERS’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘DRAFT GEAR POCKET’.
22.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.04.1993 Repair ‘END COMPLETE’.
22.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1993 Repair ‘TRAIN PIPE’.
22.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4027 N’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRAKE CONTROL PIPE’.
26.07.1993 Repair ‘BRANCH PIPE’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 4027 N’
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4027 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4027 N’
09.07.1994 Repair ‘VEHICLE RECLASSIFY’.
09.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4027 N’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4027 N’
24.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 4030

Details: wagon ‘RKWF 4030 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
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Date Built: 10.08.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWF
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 17.08.1996
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 09.07.1992
Last Single Car Test: 08.11.1993
Last Lift: 14.10.1980
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

04.01.1990 Repair ‘VEHICLE COMPLETE’.
04.01.1990 Repair ‘VEHICLE STENCILS’.
04.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4030 E’
12.04.1990 Repair ‘HANDRAILS END’.
12.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4030 E’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BRAKE PULL ROD’.
04.05.1990 Repair ‘DOOR COMPLETE’.
04.05.1990 Repair ‘STANCHION’.
04.05.1990 Repair ‘TRAIN PIPE (END)’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1990 Repair ‘BOGIE COMPLETE’.
12.06.1990 Repair ‘BRAKE PULL ROD’.
12.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
06.07.1990 Repair ‘DOOR COMPLETE’.
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4030 E’
27.03.1991 Repair ‘DOOR COMPLETE’.
27.03.1991 Repair ‘END HOSE’.
27.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
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03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1991 Repair ‘COUPLER KNUCKLE’.
03.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘TRAIN PIPE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
06.09.1991 Repair ‘TRAIN PIPE (END)’.
06.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BRAKE PULL ROD’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BEARERS’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1992 Repair ‘SIDE BEARER’.
08.07.1992 Repair ‘TOP CENTRE PLATE’.
08.07.1992 Repair ‘TRAIN PIPE’.
08.07.1992 Repair ‘VEHICLE RECLASSIFY’.
08.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4030 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
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ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER COMPLETE’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4030 E’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BEARERS’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘EMPTY LOAD VALVE’.
19.07.1993 Repair ‘END BRAKE COCK’.
19.07.1993 Repair ‘END COMPLETE’.
19.07.1993 Repair ‘END HOSE’.
19.07.1993 Repair ‘GRADE CONTROL VALVE’.
19.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1993 Repair ‘TRAIN PIPE’.
19.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4030 E’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1993 Repair ‘SIDE BEARER’.
03.11.1993 Repair ‘TRAIN PIPE’.
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4030 E’
09.12.1993 Repair ‘STEP’.
09.12.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘RKWY 4030 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4030 E’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4030 E’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4038

Details: wagon ‘RKWF 4038 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.12.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 05.06.1996
Last Brake Cylinder: 10.08.1993
Last Single Car Test: 10.08.1993

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’
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11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1989 Repair ‘COUPLER KNUCKLE’.
11.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4038 H’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4038 H’
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKWY 4038 H’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.09.1990 Repair ‘BODY COMPLETE’.
26.09.1990 Repair ‘VEHICLE RECLASSIFY’.
26.09.1990 Repair ‘VEHICLE RETARE’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
26.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4038 H’
09.11.1990 Repair ‘STEP’.
09.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4038 H’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER COMPLETE’.
21.03.1991 Repair ‘DRAFT GEAR POCKET’.
21.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1991 Repair ‘SIDE BEARER’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BEARERS’.
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30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1992 Repair ‘VEHICLE RECLASSIFY’.
30.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4038 H’
30.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BRAKE BLOCK RB95’.
12.01.1993 Repair ‘BRAKE LEVER’.
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘CARD OR CLIP HOLDER’.
03.08.1993 Repair ‘END BRAKE COCK’.
03.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1993 Repair ‘HANDBRAKE HANDLE’.
03.08.1993 Repair ‘HANDRAILS END’.
03.08.1993 Repair ‘STANCHION’.
03.08.1993 Repair ‘STEP’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
03.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4038 H’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BRAKE PULL ROD’.
06.08.1993 Repair ‘COUPLER COMPLETE’.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1993 Repair ‘TRAIN PIPE (END)’.
06.08.1993 Repair ‘UNDERFRAME COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘VEHICLE COMPLETE’.
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12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4038 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4038 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4038 H’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4040

Details: wagon ‘RKWF 4040 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.12.1978
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 29.02.1996
Last Triple Valve: 13.02.1990
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 20.10.1993
Last Lift: 24.11.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE COMPLETE’.
12.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.02.1990 Repair ‘COUPLER COMPLETE’.
12.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1990 Repair ‘RELAY VALVE’.
12.02.1990 Repair ‘STEP’.
12.02.1990 Repair ‘TRAIN PIPE’.
12.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4040 M’
13.08.1990 Repair ‘BOGIE SPRING’.
13.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4040 M’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘VEHICLE RECLASSIFY’.
12.10.1990 Repair ‘VEHICLE RETARE’.
12.10.1990 Repair ‘VEHICLE STENCILS’.
12.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4040 M’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4040 M’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
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WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BEARERS’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END BRAKE COCK’.
12.05.1992 Repair ‘END COMPLETE’.
12.05.1992 Repair ‘END HOSE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4040 M’
08.09.1992 Repair ‘CARD OR CLIP HOLDER’.
08.09.1992 Repair ‘STEP’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4040 M’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BRANCH PIPE’.
09.07.1993 Repair ‘TRAIN PIPE’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4040 M’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘CARD OR CLIP HOLDER’.
19.10.1993 Repair ‘COUPLER COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.10.1993 Repair ‘STANCHION’.
19.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1993 Repair ‘WEAR PLATES & SADDLES’.
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19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 4040 M’

06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.
(NRC062)’. New class: ‘RKWY’.

19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4040 M’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4040 M’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4040 M’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4040 M’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4044

Details: wagon ‘RKWF 4044 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.02.1979
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Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 25.10.1995
Last Brake Cylinder: 24.07.1992
Last Single Car Test: 11.11.1993
Last Lift: 18.06.1982
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘DOOR LOCK MECHANISM’.
04.04.1990 Repair ‘DRAFT GEAR POCKET’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4044 C’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘DOOR LOCK MECHANISM’.
06.12.1990 Repair ‘END BRAKE COCK’.
06.12.1990 Repair ‘END HOSE’.
06.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1990 Repair ‘STEP’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4044 C’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘END BRAKE COCK’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4044 C’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4044 C’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘SIDE STEP’.
27.06.1991 Repair ‘STANCHION’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4044 C’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE PULL ROD’.
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03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘HANDRAILS’.
03.12.1991 Repair ‘STANCHION’.
03.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4044 C’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BEARERS’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘END BRAKE COCK’.
23.07.1992 Repair ‘END COMPLETE’.
23.07.1992 Repair ‘END HOSE’.
23.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1992 Repair ‘TOP CENTRE PLATE’.
23.07.1992 Repair ‘TRAIN PIPE’.
23.07.1992 Repair ‘VEHICLE RECLASSIFY’.
23.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4044 C’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB101’.
30.08.1993 Repair ‘EMPTY LOAD VALVE’.
30.08.1993 Repair ‘END BRAKE COCK’.
30.08.1993 Repair ‘END COMPLETE’.
30.08.1993 Repair ‘GRADE CONTROL VALVE’.
30.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1993 Repair ‘STANCHION’.
30.08.1993 Repair ‘STEP’.
30.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4044 C’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.
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08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BODY COMPLETE’.
08.11.1993 Repair ‘BOGIE BEARERS’.
08.11.1993 Repair ‘BOGIE COMPLETE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘END BRAKE COCK’.
08.11.1993 Repair ‘END COMPLETE’.
08.11.1993 Repair ‘END HOSE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1993 Repair ‘SIDE BEARER’.
08.11.1993 Repair ‘SIDE COMPLETE’.
08.11.1993 Repair ‘STANCHION’.
08.11.1993 Repair ‘TIMBER BEARER’.
08.11.1993 Repair ‘TRAIN PIPE (END)’.
08.11.1993 Repair ‘VEHICLE RECLASSIFY’.
08.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4044 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4044 C’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4044 C’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 4047

Details: wagon ‘RKWF 4047 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.05.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.02.1996
Last Brake Cylinder: 20.12.1993
Last Single Car Test: 20.12.1993
Last Lift: 01.03.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘STANCHION’.
18.08.1989 Repair ‘STEP’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
18.08.1989 Repair ‘TRAIN PIPE’.
18.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4047 G’
16.03.1990 Repair ‘BOGIE SPRING’.
16.03.1990 Repair ‘DRAFT GEAR POCKET’.
16.03.1990 Repair ‘TOP CENTRE PLATE’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4047 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE RECLASSIFY’.
27.09.1990 Repair ‘VEHICLE RETARE’.
27.09.1990 Repair ‘VEHICLE STENCILS’.
27.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4047 G’
06.12.1990 Repair ‘END HOSE’.
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06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4047 G’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘END BRAKE COCK’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1991 Repair ‘STANCHION’.
26.04.1991 Repair ‘TRAIN PIPE (END)’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4047 G’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘TRAIN PIPE (END)’.
01.10.1991 Repair ‘TRAIN PIPE’.
01.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4047 G’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BEARERS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘SIDE BEARER’.
28.01.1992 Repair ‘VEHICLE RECLASSIFY’.
28.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4047 G’
28.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4047 G’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BEARINGS’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4047 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.
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10.02.1993 Repair ‘HANDRAILS END’.
10.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4047 G’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘END COMPLETE’.
09.09.1993 Repair ‘END HOSE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1993 Repair ‘HANDBRAKE HANDLE’.
09.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4047 G’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4047 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4047 G’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 4047 G’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 4053

Details: wagon ‘RKWF 4053 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.10.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 23.01.1995
Last Brake Cylinder: 09.12.1993
Last Single Car Test: 09.12.1993
Last Lift: 14.08.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4053 B’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

17.09.1990 Repair ‘STANCHION’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘TRAIN PIPE (END)’.
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28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
02.10.1990 Repair ‘BODY COMPLETE’.
02.10.1990 Repair ‘VEHICLE RECLASSIFY’.
02.10.1990 Repair ‘VEHICLE RETARE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4053 B’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4053 B’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE SPRING’.
25.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4053 B’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘TRAIN PIPE (END)’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4053 B’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE COMPLETE’.
23.09.1992 Repair ‘COUPLER COMPLETE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
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ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BEARERS’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘END COMPLETE’.
02.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4053 B’
06.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4053 B’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
20.01.1994 Repair ‘COUPLER COMPLETE’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4053 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4053 B’
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RKWY 4053 B’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4053 B’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RKWY 4053 B’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKWF 4063

Details: wagon ‘RKWF 4063 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.08.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 16.08.1996
Last Triple Valve: 20.03.1989
Last Brake Cylinder: 20.12.1990
Last Single Car Test: 13.08.1993

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

13.08.1990 Repair ‘STEP’.
13.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 4063 J’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘VEHICLE RECLASSIFY’.
02.11.1990 Repair ‘VEHICLE RETARE’.
02.11.1990 Repair ‘VEHICLE STENCILS’.
02.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4063 J’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
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20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4063 J’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BEARERS’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘END COMPLETE’.
13.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1992 Repair ‘SIDE BEARER’.
13.02.1992 Repair ‘VEHICLE RECLASSIFY’.
13.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4063 J’
24.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4063 J’
10.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 4063 J’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘CENTRE SILL’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1992 Repair ‘END HOSE’.
06.11.1992 Repair ‘HANDRAILS’.
06.11.1992 Repair ‘TRAIN PIPE (END)’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4063 J’
16.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 4063 J’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.
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15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘CENTRE SILL’.
15.04.1993 Repair ‘TOP CENTRE PLATE’.
15.04.1993 Repair ‘TRAIN PIPE (END)’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4063 J’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BEARERS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘END COMPLETE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4063 J’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK OTHER’.
12.08.1993 Repair ‘BRAKE CONTROL PIPE’.
12.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4063 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4063 J’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4063 J’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 4064

Details: wagon ‘RKWF 4064 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.01.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.06.1996
Last Triple Valve: 09.06.1988
Last Brake Cylinder: 11.05.1992
Last Single Car Test: 02.03.1993
Last Lift: 05.12.1980

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

08.08.1989 Repair ‘STEP’.
08.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4064 S’
12.07.1990 Repair ‘CARD OR CLIP HOLDER’.
12.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4064 S’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RECLASSIFY’.
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18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4064 S’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE LEVER’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Repair ‘TRAIN PIPE’.
04.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4064 S’
14.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4064 S’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘COUPLER COMPLETE’.
26.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4064 S’
07.05.1992 Repair ‘BOGIE BEARERS’.
07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4064 S’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘END HOSE’.
11.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1992 Repair ‘TOP CENTRE PLATE’.
11.05.1992 Repair ‘TRAIN PIPE’.
11.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4064 S’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
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17.02.1993 Repair ‘BRAKE LEVER’.
17.02.1993 Repair ‘COUPLER COMPLETE’.
17.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1993 Repair ‘YOKE COMPLETE’.
17.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4064 S’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARERS’.
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘END COMPLETE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1993 Repair ‘ISOLATING COCK’.
26.07.1993 Repair ‘STANCHION’.
26.07.1993 Repair ‘STEP’.
26.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
26.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4064 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RKWY 4064 S’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 4064 S’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4065

Details: wagon ‘RKWF 4065 U’ in AN ‘Mainland Division’.

14563



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.03.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 29.04.1996
Due Triple Valve: 11.02.1997
Last Brake Cylinder: 18.11.1992
Last Single Car Test: 09.12.1993
Last Lift: 01.04.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
22.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1989 Repair ‘STEP’.
22.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4065 E’
17.05.1990 Repair ‘TRAIN PIPE (END)’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4065 E’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

13.11.1990 Repair ‘BOGIE COMPLETE’.
13.11.1990 Repair ‘VEHICLE COMPLETE’.
13.11.1990 Repair ‘VEHICLE RECLASSIFY’.
13.11.1990 Repair ‘VEHICLE RETARE’.
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13.11.1990 Repair ‘VEHICLE STENCILS’.
13.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4065 E’
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘COUPLER KNUCKLE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1991 Repair ‘TRAIN PIPE’.
23.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4065 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘COUPLER KNUCKLE’.
25.06.1991 Repair ‘EMPTY LOAD VALVE’.
25.06.1991 Repair ‘GRADE CONTROL VALVE’.
25.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4065 E’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BEARERS’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1992 Repair ‘SIDE BEARER’.
20.02.1992 Repair ‘VEHICLE RECLASSIFY’.
20.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4065 E’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BRAKE PULL ROD’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4065 E’
30.07.1992 Repair ‘STEP’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4065 E’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘CENTRE SILL’.
10.11.1992 Repair ‘COUPLER COMPLETE’.
10.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4065 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
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WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BEARERS’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.07.1993 Repair ‘END COMPLETE’.
19.07.1993 Repair ‘GRADE CONTROL VALVE’.
19.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1993 Repair ‘SIDE STEP’.
19.07.1993 Repair ‘SIDE STEP’.
19.07.1993 Repair ‘STANCHION’.
19.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
19.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4065 E’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘BRAKE LEVER’.
09.12.1993 Repair ‘END HOSE’.
09.12.1993 Repair ‘HITCH LOCK MECHANISM’.
09.12.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘VEHICLE COMPLETE’.
09.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4065 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4065 E’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4065 E’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4067

Details: wagon ‘RKWF 4067 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.08.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 22.02.1996
Due Triple Valve: 05.03.1997
Last Brake Cylinder: 09.09.1988
Last Single Car Test: 16.12.1993
Last Lift: 01.07.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4067 W’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Repair ‘BRAKE PULL ROD’.
02.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4067 W’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘BRAKE LEVER’.
11.04.1990 Repair ‘COUPLER COMPLETE’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘END BRAKE COCK’.
11.04.1990 Repair ‘HANDRAILS END’.
11.04.1990 Repair ‘SIDE BEARER’.
11.04.1990 Repair ‘TRAIN PIPE (END)’.
11.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1990 Repair ‘YOKE COMPLETE’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4067 W’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRANCH PIPE’.
03.05.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘EMPTY LOAD VALVE’.
03.05.1990 Repair ‘GRADE CONTROL VALVE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4067 W’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

12.10.1990 Repair ‘BOGIE COMPLETE’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘VEHICLE RECLASSIFY’.
12.10.1990 Repair ‘VEHICLE RETARE’.
12.10.1990 Repair ‘VEHICLE STENCILS’.
12.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4067 W’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘COUPLER KNUCKLE’.
29.04.1991 Repair ‘EMPTY LOAD VALVE’.
29.04.1991 Repair ‘END HOSE’.
29.04.1991 Repair ‘GRADE CONTROL VALVE’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘TRAIN PIPE (END)’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4067 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.
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07.06.1991 Repair ‘VEHICLE COMPLETE’.
07.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4067 W’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘BRAKE LEVER’.
11.06.1991 Repair ‘BRAKE PULL ROD’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4067 W’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE BEARERS’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘SIDE BEARER’.
29.04.1992 Repair ‘VEHICLE RECLASSIFY’.
29.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4067 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

24.03.1993 Repair ‘STEP’.
24.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘RKWY 4067 W’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARERS’.
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Repair ‘CARD OR CLIP HOLDER’.
26.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘END COMPLETE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1993 Repair ‘STANCHION’.
26.07.1993 Repair ‘STEP’.
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26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4067 W’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘UNDERFRAME COMPLETE’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4067 W’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4067 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4067 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4067 W’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4071

Details: wagon ‘RKWF 4071 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.03.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 19.08.1996
Last Brake Cylinder: 02.08.1991
Last Single Car Test: 04.08.1993
Last Lift: 13.12.1978

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘TRAIN PIPE’.
02.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
11.01.1990 Repair ‘HANDRAILS END’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4071 W’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘END BRAKE COCK’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4071 W’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
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28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

30.10.1990 Repair ‘BODY COMPLETE’.
30.10.1990 Repair ‘VEHICLE RECLASSIFY’.
30.10.1990 Repair ‘VEHICLE RETARE’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4071 W’
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘END BRAKE COCK’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘TRAIN PIPE (END)’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘RKWY 4071 W’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE BEARERS’.
08.01.1992 Repair ‘BOGIE COMPLETE’.
08.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1992 Repair ‘SIDE BEARER’.
08.01.1992 Repair ‘VEHICLE RECLASSIFY’.
08.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4071 W’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘END HOSE’.
15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Repair ‘SIDE BEARER’.
15.10.1992 Repair ‘TRAIN PIPE (END)’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
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BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BOGIE WEAR PLATES’.
02.08.1993 Repair ‘BRAKE BLOCK RB101’.
02.08.1993 Repair ‘END BRAKE COCK’.
02.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1993 Repair ‘HANDBRAKE HANDLE’.
02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Repair ‘SIDE BEARER’.
02.08.1993 Repair ‘STEP’.
02.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4071 W’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4071 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4071 W’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
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RKWF 4077

Details: wagon ‘RKWF 4077 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.02.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 13.04.1996
Last Triple Valve: 01.10.1992
Last Single Car Test: 01.02.1994
Last Lift: 01.02.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

10.08.1989 Repair ‘HANDRAILS END’.
10.08.1989 Repair ‘STEP’.
10.08.1989 Repair ‘STEP’.
10.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4077 H’
29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4077 H’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘STANCHION’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4077 H’
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28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘BODY COMPLETE’.
18.10.1990 Repair ‘VEHICLE RECLASSIFY’.
18.10.1990 Repair ‘VEHICLE RETARE’.
18.10.1990 Repair ‘VEHICLE STENCILS’.
18.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4077 H’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE STENCILS’.
27.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4077 H’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘BRAKE LEVER’.
14.06.1991 Repair ‘BRANCH PIPE’.
14.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.06.1991 Repair ‘COUPLER COMPLETE’.
14.06.1991 Repair ‘DOOR COMPLETE’.
14.06.1991 Repair ‘HANDRAILS END’.
14.06.1991 Repair ‘STANCHION’.
14.06.1991 Repair ‘STEP’.
14.06.1991 Repair ‘TOP CENTRE PLATE’.
14.06.1991 Repair ‘YOKE COMPLETE’.
14.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4077 H’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BEARERS’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘END BRAKE COCK’.
27.04.1992 Repair ‘END COMPLETE’.
27.04.1992 Repair ‘END HOSE’.
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Repair ‘TOP CENTRE PLATE’.
27.04.1992 Repair ‘TRAIN PIPE’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4077 H’
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4077 H’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4077 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BEARERS’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘END COMPLETE’.
28.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1993 Repair ‘TRAIN PIPE’.
28.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4077 H’
08.01.1994 Repair ‘STEP’.
08.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4077 H’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Repair ‘END HOSE’.
28.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4077 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4077 H’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4077 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKWY 4077 H’
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28.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4080

Details: wagon ‘RKWF 4080 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.11.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 14.11.1995
Last Brake Cylinder: 24.08.1990
Last Single Car Test: 10.03.1994
Last Lift: 17.09.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

29.09.1989 Repair ‘HANDRAILS END’.
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29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4080 V’
04.01.1990 Repair ‘END HOSE’.
04.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
19.06.1990 Repair ‘HANDRAILS’.
19.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4080 V’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘BRAKE PULL ROD’.
22.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1990 Repair ‘WEAR PLATES & SADDLES’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
14.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
20.12.1990 Repair ‘BODY COMPLETE’.
20.12.1990 Repair ‘VEHICLE RECLASSIFY’.
20.12.1990 Repair ‘VEHICLE RETARE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4080 V’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BEARERS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘BRAKE PULL ROD’.
08.04.1992 Repair ‘END COMPLETE’.
08.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.04.1992 Repair ‘TOP CENTRE PLATE’.
08.04.1992 Repair ‘TRAIN PIPE’.
08.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4080 V’
03.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
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13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BODY COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Repair ‘TRANSOM’.
13.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARERS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘END HOSE’.
08.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4080 V’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BRAKE BLOCK OTHER’.
10.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1994 Repair ‘TRAIN PIPE (END)’.
10.03.1994 Repair ‘TRAIN PIPE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4080 V’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4080 V’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
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FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 4081

Details: wagon ‘RKWF 4081 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.01.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 25.03.1996
Last Triple Valve: 08.12.1989
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 16.12.1993
Last Lift: 08.11.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘END HOSE’.
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08.12.1989 Repair ‘GRADE CONTROL VALVE’.
08.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.12.1989 Repair ‘VEHICLE STENCILS’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4081 H’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘END BRAKE COCK’.
12.02.1990 Repair ‘TRAIN PIPE (END)’.
12.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE LEVER’.
01.08.1990 Repair ‘BRAKE PULL ROD’.
01.08.1990 Repair ‘TRAIN PIPE (END)’.
01.08.1990 Repair ‘TRAIN PIPE’.
01.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

07.03.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Repair ‘VEHICLE RECLASSIFY’.
07.03.1991 Repair ‘VEHICLE STENCILS’.
07.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4081 H’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4081 H’
25.06.1991 Alteration complete ‘REPAIR ALL CRACKS AND STRENGTHEN ORIGINAL

DOOR PILLARS WITH GUSSET ASSEMBLY. AKOX.—**** CANCELLED SEE
RS4662 **** (RS4613)’.

23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
19.09.1991 Repair ‘VEHICLE COMPLETE’.
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19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 4081 H’

20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘DOOR FRAME’.
20.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘RKWY 4081 H’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BEARERS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Repair ‘SIDE BEARER’.
28.01.1992 Repair ‘VEHICLE RECLASSIFY’.
28.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4081 H’
28.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4081 H’
26.08.1992 Repair ‘END HOSE’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4081 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BEARERS’.
16.02.1993 Repair ‘BOGIE COMPLETE’.
16.02.1993 Repair ‘END COMPLETE’.
16.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
08.03.1993 Repair ‘TRAIN PIPE (END)’.

14582



2.673. Wagon classification starting with ‘RKW’

08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 4081 H’

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1993 Repair ‘TRAIN PIPE (END)’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘COUPLER COMPLETE’.
09.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1993 Repair ‘TRAIN PIPE (END)’.
09.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BRAKE LEVER’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
23.03.1994 Repair ‘END BRAKE COCK’.
23.03.1994 Repair ‘TRAIN PIPE (END)’.
23.03.1994 Repair ‘TRAIN PIPE’.
23.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4081 H’
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4081 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE RECLASSIFY’.
08.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4081 H’
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

01.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4085

Details: wagon ‘RKWF 4085 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.12.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 11.07.1996
Due Triple Valve: 10.10.1991
Last Brake Cylinder: 07.07.1992
Last Single Car Test: 11.03.1994
Last Lift: 21.01.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
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‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE RECLASSIFY’.
13.09.1990 Repair ‘VEHICLE RETARE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
13.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4085 U’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.10.1990 Repair ‘EMPTY LOAD VALVE’.
02.10.1990 Repair ‘RELAY VALVE’.
02.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4085 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

06.01.1992 Repair ‘STEP’.
06.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4085 U’
07.01.1992 Repair ‘STEP’.
07.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4085 U’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE BEARERS’.
29.06.1992 Repair ‘BOGIE COMPLETE’.
29.06.1992 Repair ‘END HOSE’.
29.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1992 Repair ‘SIDE BEARER’.
29.06.1992 Repair ‘TOP CENTRE PLATE’.
29.06.1992 Repair ‘TRAIN PIPE’.
29.06.1992 Repair ‘VEHICLE RECLASSIFY’.
29.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4085 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
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AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

23.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4085 U’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘COUPLER COMPLETE’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘END BRAKE COCK’.
13.08.1993 Repair ‘END COMPLETE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4085 U’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK OTHER’.
11.03.1994 Repair ‘BRAKE CONTROL PIPE’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4085 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4085 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4085 U’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
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11.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4087

Details: wagon ‘RKWF 4087 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.04.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 15.08.1995
Last Single Car Test: 11.11.1992
Last Lift: 31.05.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘TRAIN PIPE (END)’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4087 P’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE CONTROL PIPE’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRAKE LEVER’.
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16.05.1990 Repair ‘COUPLER COMPLETE’.
16.05.1990 Repair ‘SIDE BEARER’.
16.05.1990 Repair ‘TOP CENTRE PLATE’.
16.05.1990 Repair ‘YOKE COMPLETE’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

14.11.1990 Repair ‘VEHICLE COMPLETE’.
14.11.1990 Repair ‘VEHICLE RECLASSIFY’.
14.11.1990 Repair ‘VEHICLE RETARE’.
14.11.1990 Repair ‘VEHICLE STENCILS’.
14.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4087 P’
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1991 Repair ‘EMPTY LOAD VALVE’.
31.07.1991 Repair ‘GRADE CONTROL VALVE’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4087 P’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BEARERS’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1992 Repair ‘SIDE BEARER’.
05.03.1992 Repair ‘VEHICLE RECLASSIFY’.
05.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4087 P’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BRAKE LEVER’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
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20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED
UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘BOGIE BEARERS’.
02.07.1993 Repair ‘BOGIE COMPLETE’.
02.07.1993 Repair ‘END COMPLETE’.
02.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1993 Repair ‘STANCHION’.
02.07.1993 Repair ‘STEP’.
02.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
02.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4087 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4087 P’
05.07.1994 Repair ‘ELECTRICAL POWER VAN’.
05.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4087 P’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

05.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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RKWF 4089

Details: wagon ‘RKWF 4089 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.07.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 26.07.1996
Last Triple Valve: 28.10.1991
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 04.05.1994

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

22.09.1989 Repair ‘STEP’.
22.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4089 K’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE COMPLETE’.
12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Repair ‘SIDE BEARER’.
12.10.1989 Repair ‘SIDE MEMBER’.
12.10.1989 Repair ‘STANCHION’.
12.10.1989 Repair ‘TOP CENTRE PLATE’.
12.10.1989 Repair ‘TRAIN PIPE (END)’.
12.10.1989 Repair ‘TRAIN PIPE’.
12.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘BRAKE PULL ROD’.
30.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1990 Repair ‘ISOLATING COCK’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1990 Repair ‘TRAIN PIPE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4089 K’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

05.12.1990 Repair ‘END HOSE’.
05.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRANCH PIPE’.
09.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1991 Repair ‘TRAIN PIPE (END)’.
09.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRANCH PIPE’.
25.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1991 Repair ‘ISOLATING COCK’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE BEARERS’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘END COMPLETE’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Repair ‘VEHICLE RECLASSIFY’.
17.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4089 K’
18.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.05.1992 Repair ‘BOGIE COMPLETE’.
29.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1992 Repair ‘VEHICLE COMPLETE’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1992 Repair ‘HANDRAILS END’.
07.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Repair ‘SIDE SILL’.
07.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE COMPLETE’.
10.09.1993 Repair ‘END COMPLETE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1993 Repair ‘STEP’.
10.09.1993 Repair ‘TRAIN PIPE (END)’.
10.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4089 K’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BRAKE PULL ROD’.
07.02.1994 Repair ‘TRAIN PIPE (END)’.
07.02.1994 Repair ‘TRAIN PIPE’.
07.02.1994 Repair ‘UNDERFRAME COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.
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(NRC062)’. New class: ‘RKWY’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BRAKE BLOCK OTHER’.
02.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4089 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4089 K’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4098

Details: wagon ‘RKWF 4098 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.08.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI
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Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 10.01.1996
Due Triple Valve: 01.10.1997
Last Brake Cylinder: 28.06.1990
Last Single Car Test: 19.08.1993
Last Lift: 01.11.1984

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘EMPTY LOAD VALVE’.
28.06.1990 Repair ‘END HOSE’.
28.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.06.1990 Repair ‘HANDRAILS END’.
28.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1990 Repair ‘STEP’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4098 J’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘HANDRAILS END’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4098 J’
12.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Repair ‘VEHICLE RECLASSIFY’.
12.11.1990 Repair ‘VEHICLE RETARE’.
12.11.1990 Repair ‘VEHICLE STENCILS’.
12.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4098 J’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BEARERS’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1992 Repair ‘SIDE BEARER’.
28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4098 J’
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01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘COUPLER COMPLETE’.
01.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.05.1992 Repair ‘WEAR PLATES & SADDLES’.
01.05.1992 Repair ‘YOKE COMPLETE’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4098 J’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

30.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1993 Repair ‘BRAKE CONTROL PIPE’.
30.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWY 4098 J’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BRAKE BLOCK RB101’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘END COMPLETE’.
18.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1993 Repair ‘HANDBRAKE HANDLE’.
18.08.1993 Repair ‘SIDE BEARER’.
18.08.1993 Repair ‘TRAIN PIPE’.
18.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4098 J’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4098 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4098 J’
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4098 J’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
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(RS4877)’. New class: ‘RKWF’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4098 J’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4107

Details: wagon ‘RKWF 4107 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.09.1980
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.08.1996
Last Brake Cylinder: 13.10.1988
Last Single Car Test: 28.03.1994
Last Lift: 26.05.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
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STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

11.08.1989 Repair ‘STANCHION’.
11.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE RECLASSIFY’.
01.10.1990 Repair ‘VEHICLE RETARE’.
01.10.1990 Repair ‘VEHICLE STENCILS’.
01.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4107 E’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE PULL ROD’.
02.08.1991 Repair ‘STANCHION’.
02.08.1991 Repair ‘STEP’.
02.08.1991 Repair ‘UNDERFRAME COMPLETE’.
02.08.1991 Repair ‘VEHICLE STENCILS’.
02.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKWY 4107 E’
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘NYLON HOSE’.
10.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARERS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Repair ‘TOP CENTRE PLATE’.
20.03.1992 Repair ‘TRAIN PIPE’.
20.03.1992 Repair ‘VEHICLE RECLASSIFY’.
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20.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 4107 E’

08.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BEARERS’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘END COMPLETE’.
04.02.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4107 E’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BRAKE BLOCK OTHER’.
28.03.1994 Repair ‘BRAKE CONTROL PIPE’.
28.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4107 E’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 4107 E’

09.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4108

Details: wagon ‘RKWF 4108 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.04.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 27.02.1996
Due Triple Valve: 01.09.1988
Last Brake Cylinder: 18.06.1992
Last Single Car Test: 09.03.1994
Last Lift: 16.07.1987
Cont Max Slots: 3

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
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21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘VEHICLE STENCILS’.
21.11.1989 Repair ‘WHEEL SET’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4108 N’
02.08.1990 Repair ‘AXLEBOX’.
02.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4108 N’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE BEARERS’.
28.09.1990 Repair ‘BOGIE COMPLETE’.
28.09.1990 Repair ‘BRAKE PULL ROD’.
28.09.1990 Repair ‘COUPLER COMPLETE’.
28.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1990 Repair ‘YOKE COMPLETE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4108 N’
19.10.1990 Repair ‘BODY COMPLETE’.
19.10.1990 Repair ‘BODY COMPLETE’.
19.10.1990 Repair ‘VEHICLE RECLASSIFY’.
19.10.1990 Repair ‘VEHICLE RETARE’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4108 N’
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4108 N’
16.03.1991 Repair ‘HANDRAILS END’.
16.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4108 N’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

30.05.1991 Repair ‘HANDRAILS’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4108 N’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1991 Repair ‘HANDBRAKE HANDLE’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4108 N’
17.06.1992 Repair ‘END COMPLETE’.
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17.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RKWY 4108 N’

12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘COUPLER COMPLETE’.
12.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4108 N’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘EMPTY LOAD VALVE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
31.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4108 N’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BEARERS’.
06.07.1993 Repair ‘BOGIE COMPLETE’.
06.07.1993 Repair ‘COUPLER COMPLETE’.
06.07.1993 Repair ‘END COMPLETE’.
06.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4108 N’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘COUPLER COMPLETE’.
08.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4108 N’
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘END BRAKE COCK’.
08.03.1994 Repair ‘END HOSE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4108 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4108 N’
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26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Bathurst’ with a previous code of wagon ‘RKWY 4108 N’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4113

Details: wagon ‘RKWF 4113 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.11.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 24.08.1996
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 26.05.1993
Last Single Car Test: 17.08.1993
Last Lift: 21.01.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
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STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘END HOSE’.
22.09.1989 Repair ‘TRAIN PIPE (END)’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4113 W’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

05.12.1990 Repair ‘VEHICLE COMPLETE’.
05.12.1990 Repair ‘VEHICLE RECLASSIFY’.
05.12.1990 Repair ‘VEHICLE RETARE’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4113 W’
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.01.1991 Repair ‘COUPLER KNUCKLE’.
26.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.01.1991 Repair ‘EMPTY LOAD VALVE’.
26.01.1991 Repair ‘GRADE CONTROL VALVE’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4113 W’
25.02.1991 Repair ‘HANDRAILS END’.
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4113 W’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1991 Repair ‘STEP’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RKWY 4113 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.01.1992 Repair ‘STANCHION’.
15.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4113 W’
30.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4113 W’
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30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘HANDRAILS END’.
30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4113 W’
11.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4113 W’
29.07.1992 Repair ‘COUPLER COMPLETE’.
29.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1992 Repair ‘VEHICLE COMPLETE’.
29.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4113 W’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1993 Repair ‘STANCHION’.
24.05.1993 Repair ‘STEP’.
24.05.1993 Repair ‘TRAIN PIPE (END)’.
24.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1993 Repair ‘VEHICLE COMPLETE’.
24.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4113 W’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Repair ‘END COMPLETE’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘HANDBRAKE HANDLE’.
16.08.1993 Repair ‘STEP’.
16.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4113 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
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15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4113 W’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4113 W’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4113 W’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4118

Details: wagon ‘RKWF 4118 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.11.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 03.05.1996
Due Triple Valve: 01.03.1997
Last Single Car Test: 07.02.1994
Last Lift: 01.04.1985

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘END HOSE’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
28.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘TRAIN PIPE (END)’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
02.10.1990 Repair ‘BODY COMPLETE’.
02.10.1990 Repair ‘VEHICLE RECLASSIFY’.
02.10.1990 Repair ‘VEHICLE RETARE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4118 V’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRANCH PIPE’.
10.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘HANDBRAKE HANDLE’.
23.04.1991 Repair ‘WHEEL SET’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4118 V’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARERS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
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20.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Repair ‘TOP CENTRE PLATE’.
20.03.1992 Repair ‘VEHICLE RECLASSIFY’.
20.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4118 V’
20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED

UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARERS’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘CENTRE SILL’.
03.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4118 V’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BRAKE CONTROL PIPE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘WHEEL SET’.
02.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4118 V’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BRAKE BLOCK RB101’.
04.12.1993 Repair ‘END HOSE’.
04.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRAKE BLOCK OTHER’.
05.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
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28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4118 V’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4118 V’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4120

Details: wagon ‘RKWF 4120 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 12.12.1979
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY SCRAPPED 6:2:1996 DERAILMENT
BSG Code: FSKI

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE UY UZ CN CM CK
Return to Service Date: 06.02.1996
Last Brake Cylinder: 05.08.1992
Last Single Car Test: 20.10.1993
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

14.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.11.1989 Repair ‘DOOR OPENING MECHANISM’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
20.11.1989 Repair ‘VEHICLE COMPLETE’.
20.11.1989 Repair ‘VEHICLE STENCILS’.
20.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4120 D’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘TRAIN PIPE (END)’.
24.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘EMPTY LOAD VALVE’.
26.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4120 D’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4120 D’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BRANCH PIPE’.
22.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
28.05.1991 Repair ‘HANDRAILS END’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4120 D’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
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SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BEARERS’.
04.08.1992 Repair ‘BOGIE COMPLETE’.
04.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1992 Repair ‘SIDE BEARER’.
04.08.1992 Repair ‘TOP CENTRE PLATE’.
04.08.1992 Repair ‘TRAIN PIPE’.
04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
11.08.1992 Repair ‘BOGIE COMPLETE’.
11.08.1992 Repair ‘VEHICLE COMPLETE’.
11.08.1992 Repair ‘VEHICLE STENCILS’.
11.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BOGIE BEARERS’.
22.03.1993 Repair ‘END BRAKE COCK’.
22.03.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1993 Repair ‘WHEEL SET’.
22.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4120 D’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Repair ‘END COMPLETE’.
16.08.1993 Repair ‘END HOSE’.
16.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.08.1993 Repair ‘HANDBRAKE HANDLE’.
16.08.1993 Repair ‘SIDE BEARER’.
16.08.1993 Repair ‘STANCHION’.
16.08.1993 Repair ‘STEP’.
16.08.1993 Repair ‘TRAIN PIPE’.
16.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘RKWY 4120 D’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘END BRAKE COCK’.
19.10.1993 Repair ‘END HOSE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1993 Repair ‘HOSE FITTINGS’.
19.10.1993 Repair ‘NYLON HOSE’.
19.10.1993 Repair ‘TRAIN PIPE (END)’.
19.10.1993 Repair ‘VEHICLE RECLASSIFY’.
19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4120 D’
01.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
29.06.1994 Repair ‘VEHICLE RECLASSIFY’.
29.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4120 D’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

RKWF 4124

Details: wagon ‘RKWF 4124 J’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.08.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY /RKWY 4124 Q
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 12.08.1996
Last Triple Valve: 26.04.1990
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 16.07.1986

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKWY 4124 Q’
22.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4125

Details: wagon ‘RKWF 4125 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 189
Date Built: 28.09.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 24.08.1996
Due Triple Valve: 01.01.1997
Last Triple Valve: 30.08.1993
Last Brake Cylinder: 09.09.1992
Last Single Car Test: 11.03.1994
Last Lift: 01.06.1984

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 4125 J’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4133

Details: wagon ‘RKWF 4133 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.11.1977
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ UY CN CM AE CK
Return to Service Date: 25.08.1995
Last Single Car Test: 03.02.1994
Last Lift: 03.11.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4133 P’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4133 P’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1990 Repair ‘END HOSE’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Repair ‘VEHICLE COMPLETE’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4133 P’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4133 P’
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE RECLASSIFY’.
29.10.1990 Repair ‘VEHICLE RETARE’.

14614



2.673. Wagon classification starting with ‘RKW’

29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4133 P’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4133 P’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BRAKE PULL ROD’.
07.08.1991 Repair ‘END HOSE’.
07.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4133 P’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4133 P’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BEARERS’.
15.07.1993 Repair ‘BOGIE COMPLETE’.
15.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘END COMPLETE’.
15.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1993 Repair ‘SIDE STEP’.
15.07.1993 Repair ‘STANCHION’.
15.07.1993 Repair ‘STEP’.
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15.07.1993 Repair ‘WEAR PLATES & SADDLES’.
15.07.1993 Repair ‘YOKE BUSH’.
15.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4133 P’
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BRAKE BLOCK RB101’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘TRAIN PIPE’.
03.02.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4133 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4133 P’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4133 P’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE RECLASSIFY’.
01.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4133 P’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWF 4135

Details: wagon ‘RKWF 4135 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.10.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 14.06.1996
Last Single Car Test: 11.11.1993
Last Lift: 30.08.1978
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

07.05.1990 Repair ‘DOOR COMPLETE’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4135 K’
12.12.1990 Repair ‘DOOR COMPLETE’.
12.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 4135 K’
18.12.1990 Repair ‘END HOSE’.
18.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RKWY 4135 K’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWY 4135 K’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.11.1992 Alteration ‘REPAIR CRACKED UNDERFRAMES AS PER MODIFIED
UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING AW-16713
REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BEARERS’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1993 Repair ‘SIDE BEARER’.
07.05.1993 Repair ‘VEHICLE RECLASSIFY’.
07.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4135 K’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BODY COMPLETE’.
08.11.1993 Repair ‘BOGIE BEARERS’.
08.11.1993 Repair ‘BOGIE COMPLETE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘END BRAKE COCK’.
08.11.1993 Repair ‘END COMPLETE’.
08.11.1993 Repair ‘END HOSE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘HANDBRAKE HANDLE’.
08.11.1993 Repair ‘SIDE BEARER’.
08.11.1993 Repair ‘SIDE COMPLETE’.
08.11.1993 Repair ‘TIMBER BEARER’.
08.11.1993 Repair ‘TRAIN PIPE (END)’.
08.11.1993 Repair ‘VEHICLE RECLASSIFY’.
08.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4135 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4135 K’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4135 K’
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4135 K’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4135 K’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4146

Details: wagon ‘RKWF 4146 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.02.1978
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF 4146 L
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UK UZ CN
Return to Service Date: 25.01.1996
Last Brake Cylinder: 15.06.1992
Last Single Car Test: 20.12.1993
Last Lift: 27.02.1978

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 4146 L’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4153

Details: wagon ‘RKWF 4153 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 29.06.1996
Last Single Car Test: 17.01.1994
Last Lift: 21.08.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’
WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

26.11.1990 Repair ‘BODY COMPLETE’.
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26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Repair ‘VEHICLE RETARE’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4153 X’
17.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4153 X’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BEARERS’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘VEHICLE RECLASSIFY’.
05.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4153 X’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRAKE PULL ROD’.
10.02.1992 Repair ‘COUPLER COMPLETE’.
10.02.1992 Repair ‘DRAFT GEAR POCKET’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1992 Repair ‘STEP’.
10.02.1992 Repair ‘TRAIN PIPE (END)’.
10.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1992 Repair ‘YOKE CARRIER’.
10.02.1992 Repair ‘YOKE COMPLETE’.
10.02.1992 Repair ‘YOKE FOLLOWER’.
10.02.1992 Repair ‘YOKE PIN’.
10.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
01.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4153 X’
03.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
21.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 4153 X’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BEARERS’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘END COMPLETE’.
18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Repair ‘TRAIN PIPE’.
18.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4153 X’
20.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘VEHICLE COMPLETE’.
30.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘TRAIN PIPE (END)’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4153 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RKWY 4153 X’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4153 X’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.
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23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4153 X’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4156

Details: wagon ‘RKWF 4156 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.07.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKTF
BSG Code: FSKI

Capacity of 63 tonnes

Corporate ID flag: Y
Fleet Grp Code: UK UZ CN AE
Return to Service Date: 02.12.1995
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 12.01.1994
Last Lift: 01.06.1981

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKTF 4156 T’
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.

RKWF 4166

Details: wagon ‘RKWF 4166 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.08.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 03.05.1996
Due Triple Valve: 21.04.1997
Last Brake Cylinder: 20.12.1993
Last Single Car Test: 22.03.1994
Last Lift: 21.04.1987

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
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15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘STEP’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4166 U’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE RECLASSIFY’.
31.10.1990 Repair ‘VEHICLE RETARE’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4166 U’
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

14.08.1991 Repair ‘STEP’.
14.08.1991 Repair ‘YOKE CARRIER’.
14.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE BEARERS’.
28.11.1991 Repair ‘BOGIE COMPLETE’.
28.11.1991 Repair ‘END COMPLETE’.
28.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.11.1991 Repair ‘SIDE BEARER’.
28.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BEARERS’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1991 Repair ‘SIDE BEARER’.
03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4166 U’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.02.1992 Repair ‘TRAIN PIPE’.
03.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER
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MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1993 Repair ‘VEHICLE COMPLETE’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK RB101’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘CARD OR CLIP HOLDER’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.07.1993 Repair ‘END BRAKE COCK’.
28.07.1993 Repair ‘END COMPLETE’.
28.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1993 Repair ‘HANDBRAKE HANDLE’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘SIDE BEARER’.
28.07.1993 Repair ‘STANCHION’.
28.07.1993 Repair ‘STEP’.
28.07.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
28.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4166 U’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BRAKE PULL ROD’.
18.12.1993 Repair ‘COUPLER KNUCKLE’.
18.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1993 Repair ‘UNDERFRAME COMPLETE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.03.1994 Repair ‘BRAKE BLOCK OTHER’.
22.03.1994 Repair ‘CARD OR CLIP HOLDER’.
22.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE RECLASSIFY’.
12.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4166 U’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4171

Details: wagon ‘RKWF 4171 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.09.1976
Operating System: AN
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Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AE UY CN CM CK
Return to Service Date: 14.05.1996
Due Triple Valve: 31.07.1992
Last Triple Valve: 21.02.1989
Last Brake Cylinder: 31.07.1991
Last Single Car Test: 13.12.1993
Last Lift: 14.07.1982

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4171 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

08.11.1990 Repair ‘BODY COMPLETE’.
08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Repair ‘VEHICLE RETARE’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
08.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4171 G’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
15.05.1991 Repair ‘BRAKE LEVER’.
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Repair ‘END HOSE’.
15.05.1991 Repair ‘ISOLATING COCK’.
15.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1991 Repair ‘TRAIN PIPE (END)’.
15.05.1991 Repair ‘TRAIN PIPE’.
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15.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RKWY 4171 G’

31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.07.1991 Repair ‘COUPLER KNUCKLE’.
31.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4171 G’
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1991 Repair ‘HANDRAILS’.
19.08.1991 Repair ‘HANDRAILS END’.
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4171 G’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘BRAKE PULL ROD’.
21.01.1992 Repair ‘BRANCH PIPE’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘CARD OR CLIP HOLDER’.
30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4171 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BEARERS’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘CARD OR CLIP HOLDER’.
22.07.1993 Repair ‘END COMPLETE’.
22.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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22.07.1993 Repair ‘RELAY VALVE’.
22.07.1993 Repair ‘STEP’.
22.07.1993 Repair ‘TRAIN PIPE’.
22.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4171 G’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘COUPLER COMPLETE’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
13.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
13.04.1994 Repair ‘STEP’.
13.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4171 G’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4178

Details: wagon ‘RKWF 4178 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.09.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 30.07.1996
Due Triple Valve: 22.02.1989
Last Brake Cylinder: 02.12.1988
Last Single Car Test: 13.01.1994
Last Lift: 01.12.1986

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

13.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1989 Repair ‘END BRAKE COCK’.
13.08.1989 Repair ‘STEP’.
13.08.1989 Repair ‘TRAIN PIPE (END)’.
13.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWY 4178 A’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘TRAIN PIPE (END)’.
03.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
10.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4178 A’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.
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05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1990 Repair ‘TRAIN PIPE’.
05.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWY 4178 A’
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Repair ‘VEHICLE RECLASSIFY’.
09.10.1990 Repair ‘VEHICLE RETARE’.
09.10.1990 Repair ‘VEHICLE STENCILS’.
09.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4178 A’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4178 A’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
13.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1992 Repair ‘WEAR PLATES & SADDLES’.
13.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE BLOCK OTHER’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘TRAIN PIPE (END)’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
10.11.1993 Repair ‘BODY COMPLETE’.
10.11.1993 Repair ‘SIDE COMPLETE’.
10.11.1993 Repair ‘TIMBER BEARER’.
10.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4178 A’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER COMPLETE’.
13.01.1994 Repair ‘END BRAKE COCK’.
13.01.1994 Repair ‘END HOSE’.
13.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1994 Repair ‘UNDERFRAME COMPLETE’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4178 A’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
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27.06.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4194

Details: wagon ‘RKWF 4194 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.11.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FXKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: UY UZ AE CN CM CK
Return to Service Date: 07.10.1996
Last Brake Cylinder: 18.01.1989
Last Single Car Test: 19.11.1993
Last Lift: 16.02.1987
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘HANDRAILS END’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4194 D’
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘END HOSE’.
24.08.1990 Repair ‘STANCHION’.
24.08.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RKWY 4194 D’
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25.03.1991 Repair ‘DOOR COMPLETE’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4194 D’
08.04.1991 Repair ‘BOGIE COMPLETE’.
08.04.1991 Repair ‘VEHICLE COMPLETE’.
08.04.1991 Repair ‘VEHICLE RECLASSIFY’.
08.04.1991 Repair ‘VEHICLE RETARE’.
08.04.1991 Repair ‘VEHICLE STENCILS’.
08.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4194 D’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘TRAIN PIPE (END)’.
20.05.1992 Repair ‘TRAIN PIPE’.
20.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4194 D’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BRAKE BLOCK RB95’.
14.01.1993 Repair ‘BRAKE LEVER’.
14.01.1993 Repair ‘TRAIN PIPE (END)’.
14.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4194 D’
19.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4194 D’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BEARERS’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘END COMPLETE’.
15.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1993 Repair ‘TRAIN PIPE’.
15.04.1993 Repair ‘VEHICLE RECLASSIFY’.
15.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4194 D’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BEARERS’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
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30.07.1993 Repair ‘DRAFT GEAR POCKET’.
30.07.1993 Repair ‘END COMPLETE’.
30.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1993 Repair ‘STANCHION’.
30.07.1993 Repair ‘STEP’.
30.07.1993 Repair ‘TRAIN PIPE (END)’.
30.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4194 D’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BODY COMPLETE’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘EMPTY LOAD VALVE’.
16.11.1993 Repair ‘END COMPLETE’.
16.11.1993 Repair ‘GRADE CONTROL VALVE’.
16.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.11.1993 Repair ‘SIDE BEARER’.
16.11.1993 Repair ‘SIDE COMPLETE’.
16.11.1993 Repair ‘TIMBER BEARER’.
16.11.1993 Repair ‘TRAIN PIPE’.
16.11.1993 Repair ‘VEHICLE RECLASSIFY’.
16.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4194 D’
01.03.1994 Repair ‘BRAKE BLOCK OTHER’.
01.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4194 D’
31.03.1994 Repair ‘VEHICLE RECLASSIFY’.
31.03.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RKWY 4194 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4194 D’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWY 4194 D’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
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15.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.

RKWF 4197

Details: wagon ‘RKWF 4197 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.11.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 18.02.1995
Due Triple Valve: 01.09.1988
Last Brake Cylinder: 16.03.1989
Last Single Car Test: 04.11.1992
Last Lift: 15.09.1981

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE WEAR PLATES’.
15.08.1989 Repair ‘COUPLER COMPLETE’.
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15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWY 4197 H’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.

30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Repair ‘VEHICLE RECLASSIFY’.
30.11.1990 Repair ‘VEHICLE RETARE’.
30.11.1990 Repair ‘VEHICLE STENCILS’.
30.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4197 H’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘END BRAKE COCK’.
15.04.1991 Repair ‘END HOSE’.
15.04.1991 Repair ‘TRAIN PIPE (END)’.
15.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Repair ‘TRAIN PIPE’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BEARERS’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘VEHICLE RECLASSIFY’.
05.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4197 H’
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWY 4197 H’
05.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘CENTRE SILL’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RKWY 4197 H’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BEARERS’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.05.1993 Repair ‘END COMPLETE’.
12.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1993 Repair ‘YOKE PIN’.
12.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWY 4197 H’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWY 4197 H’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
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(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RKWY 1

29.08.1994 Reclassified from wagon ‘RKWY 1 L’ to ’ wagon ‘RKWF 1 E’.

RKWY 2

16.09.1994 Reclassified from wagon ‘RKWY 2 U’ to ’ wagon ‘RKWF 2 N’.

RKWY 3

29.08.1994 Reclassified from wagon ‘RKWY 3 G’ to ’ wagon ‘RKWF 3 W’.

RKWY 5

29.08.1994 Reclassified from wagon ‘RKWY 5 B’ to ’ wagon ‘RKWF 5 R’.

RKWY 6

15.09.1994 Reclassified from wagon ‘RKWY 6 K’ to ’ wagon ‘RKWF 6 D’.

RKWY 7

29.08.1994 Reclassified from wagon ‘RKWY 7 T’ to ’ wagon ‘RKWF 7 M’.

RKWY 8

25.08.1994 Reclassified from wagon ‘RKWY 8 F’ to ’ wagon ‘RKWF 8 V’.

RKWY 10

06.09.1994 Reclassified from wagon ‘RKWY 10 K’ to ’ wagon ‘RKWF 10 D’.

RKWY 11

08.09.1994 Reclassified from wagon ‘RKWY 11 T’ to ’ wagon ‘RKWF 11 M’.

RKWY 12

26.08.1994 Reclassified from wagon ‘RKWY 12 F’ to ’ wagon ‘RKWF 12 V’.

RKWY 13

01.09.1994 Reclassified from wagon ‘RKWY 13 Y’ to ’ wagon ‘RKWF 13 H’.
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RKWY 14

Details: wagon ‘RKWY 14 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.05.1977
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 04.05.1996
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 17.05.1989
Last Single Car Test: 17.01.1994
Last Lift: 13.11.1986

29.06.1988 Alteration complete ‘CONVERT 20 ‘AOOX’ WAGONS BY REMOVING ALL
DOORS, ADDING FLOOR BOLSTERS, MODIFYING FOOTSTEPS AND OPENING
NEW DOORWAYS. RECLASSIFY TO ‘AKOX’ 12 - 31. RESTENCIL ‘FOR STEEL
TRAFFIC ONLY’. (RS4297)’. New class: ‘AKOX’.

01.09.1989 Repair ‘STEP’.
01.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
26.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKWF 14 Q’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘STANCHION’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.
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24.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWF 14 Q’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BEARERS’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘END COMPLETE’.
24.04.1992 Repair ‘END HOSE’.
24.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1992 Repair ‘TOP CENTRE PLATE’.
24.04.1992 Repair ‘TRAIN PIPE’.
24.04.1992 Repair ‘VEHICLE RECLASSIFY’.
24.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWF 14 Q’
12.05.1992 Repair ‘WHEEL SET’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKWF 14 Q’
03.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
26.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKWF 14 Q’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘END BRAKE COCK’.
15.09.1992 Repair ‘END HOSE’.
15.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1992 Repair ‘TRAIN PIPE (END)’.
15.09.1992 Repair ‘TRAIN PIPE’.
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘CENTRE SILL’.
21.10.1992 Repair ‘COUPLER COMPLETE’.
21.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
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DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BEARERS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘END COMPLETE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWF 14 Q’
26.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWF 14 Q’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘BRAKE BLOCK RB101’.
16.09.1993 Repair ‘BRAKE CONTROL PIPE’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘TRAIN PIPE’.
16.09.1993 Repair ‘VEHICLE COMPLETE’.
16.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK OTHER’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWF 14 Q’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RKWF 14 Q’
26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
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10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE RECLASSIFY’.
04.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 14 Q’
04.05.1996 Alteration complete ‘RECLASSIFY RKWF14Q TO RKWY14A AS PER NRC

INSTRUCTIONS (NRR001)’. New class: ‘RKWY’.

RKWY 16

16.09.1994 Reclassified from wagon ‘RKWY 16 S’ to ’ wagon ‘RKWF 16 L’.

RKWY 17

29.08.1994 Reclassified from wagon ‘RKWY 17 E’ to ’ wagon ‘RKWF 17 U’.

RKWY 19

15.09.1994 Reclassified from wagon ‘RKWY 19 W’ to ’ wagon ‘RKWF 19 P’.

RKWY 21

19.09.1994 Reclassified from wagon ‘RKWY 21 E’ to ’ wagon ‘RKWF 21 U’.

RKWY 23

15.09.1994 Reclassified from wagon ‘RKWY 23 W’ to ’ wagon ‘RKWF 23 P’.

RKWY 25

31.08.1994 Reclassified from wagon ‘RKWY 25 R’ to ’ wagon ‘RKWF 25 K’.

RKWY 27

16.09.1994 Reclassified from wagon ‘RKWY 27 M’ to ’ wagon ‘RKWF 27 F’.

RKWY 29

12.09.1994 Reclassified from wagon ‘RKWY 29 H’ to ’ wagon ‘RKWF 29 A’.

RKWY 30

15.09.1994 Reclassified from wagon ‘RKWY 30 D’ to ’ wagon ‘RKWF 30 T’.
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RKWY 31

03.09.1994 Reclassified from wagon ‘RKWY 31 M’ to ’ wagon ‘RKWF 31 F’.

RKWY 1976

16.09.1994 Reclassified from wagon ‘RKWY 1976 U’ to ’ wagon ‘RKWF 1976 N’.

RKWY 1979

26.08.1994 Reclassified from wagon ‘RKWY 1979 B’ to ’ wagon ‘RKWF 1979 R’.

RKWY 1984

06.09.1994 Reclassified from wagon ‘RKWY 1984 K’ to ’ wagon ‘RKWF 1984 D’.

RKWY 2154

01.09.1994 Reclassified from wagon ‘RKWY 2154 F’ to ’ wagon ‘RKWF 2154 V’.

RKWY 2156

24.10.1994 Reclassified from wagon ‘RKWY 2156 A’ to ’ wagon ‘RKWF 2156 Q’.

RKWY 2158

27.08.1994 Reclassified from wagon ‘RKWY 2158 S’ to ’ wagon ‘RKWF 2158 L’.

RKWY 2176

06.09.1994 Reclassified from wagon ‘RKWY 2176 Q’ to ’ wagon ‘RKWF 2176 J’.

RKWY 2259

26.08.1994 Reclassified from wagon ‘RKWY 2259 L’ to ’ wagon ‘RKWF 2259 E’.

RKWY 2270

16.09.1994 Reclassified from wagon ‘RKWY 2270 P’ to ’ wagon ‘RKWF 2270 X’.

RKWY 2271

15.09.1994 Reclassified from wagon ‘RKWY 2271 B’ to ’ wagon ‘RKWF 2271 R’.

RKWY 2281

16.09.1994 Reclassified from wagon ‘RKWY 2281 J’ to ’ wagon ‘RKWF 2281 C’.

RKWY 2284

27.08.1994 Reclassified from wagon ‘RKWY 2284 N’ to ’ wagon ‘RKWF 2284 G’.
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RKWY 2287

04.11.1994 Reclassified from wagon ‘RKWY 2287 R’ to ’ wagon ‘RKWF 2287 K’.

RKWY 2302

26.08.1994 Reclassified from wagon ‘RKWY 2302 H’ to ’ wagon ‘RKWF 2302 A’.

RKWY 2328

16.09.1994 Reclassified from wagon ‘RKWY 2328 X’ to ’ wagon ‘RKWF 2328 B’.

RKWY 2514

12.09.1994 Reclassified from wagon ‘RKWY 2514 B’ to ’ wagon ‘RKWF 2514 R’.

RKWY 2519

16.09.1994 Reclassified from wagon ‘RKWY 2519 A’ to ’ wagon ‘RKWF 2519 Q’.

RKWY 2523

15.09.1994 Reclassified from wagon ‘RKWY 2523 A’ to ’ wagon ‘RKWF 2523 Q’.

RKWY 2534

25.08.1994 Reclassified from wagon ‘RKWY 2534 R’ to ’ wagon ‘RKWF 2534 K’.

RKWY 2540

Details: wagon ‘RKWY 2540 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.10.1972
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX RKWY
BSG Code: FSKI
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Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 28.05.1996
Due Triple Valve: 27.11.1996
Last Triple Valve: 11.04.1988
Last Brake Cylinder: 08.07.1992
Last Single Car Test: 20.10.1993
Last Lift: 11.06.1981
Cont Max Slots: 3

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘DOOR LOCK MECHANISM’.
14.12.1989 Repair ‘STANCHION’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RKWF 2540 F’
13.03.1991 Repair ‘VEHICLE RECLASSIFY’.
13.03.1991 Issued at location ‘Whyalla’ with a previous code of wagon ‘RKWF 2540 F’
12.05.1991 Repair ‘HANDRAILS END’.
12.05.1991 Repair ‘STEP’.
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWF 2540 F’
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKWF 2540 F’
28.08.1991 Repair ‘STANCHION’.
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
11.05.1992 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (23) ‘AKPX’ WAGONS. RECLASSIFY TO ‘AKJY’.
RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3
(TCC-8000 BLOCKS AND CAPS). AKPX. (RS4700)’. New class: ‘AKJY’.

06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE BEARERS’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘END BRAKE COCK’.
06.07.1992 Repair ‘GRADE CONTROL VALVE’.
06.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘SIDE BEARER’.
06.07.1992 Repair ‘TOP CENTRE PLATE’.
06.07.1992 Repair ‘TRAIN PIPE’.
06.07.1992 Repair ‘VEHICLE RECLASSIFY’.
06.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T
BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘COUPLER COMPLETE’.
01.09.1993 Repair ‘EMPTY LOAD VALVE’.
01.09.1993 Repair ‘END BRAKE COCK’.
01.09.1993 Repair ‘END COMPLETE’.
01.09.1993 Repair ‘END HOSE’.
01.09.1993 Repair ‘GRADE CONTROL VALVE’.
01.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1993 Repair ‘HANDBRAKE HANDLE’.
01.09.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWF 2540 F’
13.09.1993 Alteration complete ‘CONVERT 32 NO. ‘AKPY’ TO ‘AKJY’ BY REMOVING

SIDE PANELS AS PER DRAWING 8-CM-262. FIT TIMBER BOLSTERS AS PER
DRAWING W1-118 ONLY. AKPY (RS4821)’. New class: ‘AKJY’.

19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘END BRAKE COCK’.
19.10.1993 Repair ‘END HOSE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘HANDBRAKE HANDLE’.
19.10.1993 Repair ‘VEHICLE RECLASSIFY’.
19.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RKWF 2540 F’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RKWF 2540 F’
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26.08.1994 Alteration complete ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP
SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RKWF 2540 F’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
29.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
30.08.1995 Alteration complete ‘MODIFY ‘RKWF2540’ TO HIGH SPEED AND

RESTENCIL AS ‘RKWY2540’ STENCIL ‘CAPTIVE BHP TRAFFIC WHYALLA-ALICE
SPRINGS ’ (RS4916)’. New class: ‘RKWY’.

31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKWF 2540 F’
24.11.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

RKWY 2550

27.08.1994 Reclassified from wagon ‘RKWY 2550 U’ to ’ wagon ‘RKWF 2550 N’.

RKWY 2557

16.09.1994 Reclassified from wagon ‘RKWY 2557 Y’ to ’ wagon ‘RKWF 2557 H’.

RKWY 2561

26.08.1994 Reclassified from wagon ‘RKWY 2561 Y’ to ’ wagon ‘RKWF 2561 H’.

RKWY 2567

07.09.1994 Reclassified from wagon ‘RKWY 2567 W’ to ’ wagon ‘RKWF 2567 P’.

RKWY 2569

26.08.1994 Reclassified from wagon ‘RKWY 2569 R’ to ’ wagon ‘RKWF 2569 K’.

RKWY 2612

23.09.1994 Reclassified from wagon ‘RKWY 2612 N’ to ’ wagon ‘RKWF 2612 G’.
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RKWY 2613

23.09.1994 Reclassified from wagon ‘RKWY 2613 W’ to ’ wagon ‘RKWF 2613 P’.

RKWY 2616

27.08.1994 Reclassified from wagon ‘RKWY 2616 D’ to ’ wagon ‘RKWF 2616 T’.

RKWY 2618

14.10.1994 Reclassified from wagon ‘RKWY 2618 V’ to ’ wagon ‘RKWF 2618 Y’.

RKWY 2647

15.09.1994 Reclassified from wagon ‘RKWY 2647 N’ to ’ wagon ‘RKWF 2647 G’.

RKWY 2856

20.09.1994 Reclassified from wagon ‘RKWY 2856 D’ to ’ wagon ‘RKWF 2856 T’.

RKWY 2863

31.08.1994 Reclassified from wagon ‘RKWY 2863 H’ to ’ wagon ‘RKWF 2863 A’.

RKWY 2866

29.08.1994 Reclassified from wagon ‘RKWY 2866 L’ to ’ wagon ‘RKWF 2866 E’.

RKWY 2871

27.09.1994 Reclassified from wagon ‘RKWY 2871 U’ to ’ wagon ‘RKWF 2871 N’.

RKWY 2872

21.06.1994 Reclassified from wagon ‘RKWY 2872 G’ to ’ wagon ‘RKWF 2872 W’.

RKWY 2875

15.09.1994 Reclassified from wagon ‘RKWY 2875 K’ to ’ wagon ‘RKWF 2875 D’.

RKWY 2891

16.09.1994 Reclassified from wagon ‘RKWY 2891 N’ to ’ wagon ‘RKWF 2891 G’.

RKWY 2911

08.12.1994 Reclassified from wagon ‘RKWY 2911 C’ to ’ wagon ‘RKWF 2911 S’.

RKWY 2919

01.09.1994 Reclassified from wagon ‘RKWY 2919 F’ to ’ wagon ‘RKWF 2919 V’.
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RKWY 2921

26.08.1994 Reclassified from wagon ‘RKWY 2921 K’ to ’ wagon ‘RKWF 2921 D’.

RKWY 2945

16.09.1994 Reclassified from wagon ‘RKWY 2945 Q’ to ’ wagon ‘RKWF 2945 J’.

RKWY 2949

16.09.1994 Reclassified from wagon ‘RKWY 2949 G’ to ’ wagon ‘RKWF 2949 W’.

RKWY 2970

15.09.1994 Reclassified from wagon ‘RKWY 2970 S’ to ’ wagon ‘RKWF 2970 L’.

RKWY 2977

26.08.1994 Reclassified from wagon ‘RKWY 2977 M’ to ’ wagon ‘RKWF 2977 F’.

RKWY 2985

19.09.1994 Reclassified from wagon ‘RKWY 2985 C’ to ’ wagon ‘RKWF 2985 S’.

RKWY 3001

16.09.1994 Reclassified from wagon ‘RKWY 3001 G’ to ’ wagon ‘RKWF 3001 W’.

RKWY 3008

01.09.1994 Reclassified from wagon ‘RKWY 3008 A’ to ’ wagon ‘RKWF 3008 Q’.

RKWY 3009

22.09.1994 Reclassified from wagon ‘RKWY 3009 J’ to ’ wagon ‘RKWF 3009 C’.

RKWY 3015

10.11.1994 Reclassified from wagon ‘RKWY 3015 E’ to ’ wagon ‘RKWF 3015 U’.

RKWY 4001

01.09.1994 Reclassified from wagon ‘RKWY 4001 M’ to ’ wagon ‘RKWF 4001 F’.

RKWY 4005

23.09.1994 Reclassified from wagon ‘RKWY 4005 C’ to ’ wagon ‘RKWF 4005 S’.

RKWY 4006

15.09.1994 Reclassified from wagon ‘RKWY 4006 L’ to ’ wagon ‘RKWF 4006 E’.
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RKWY 4007

09.09.1994 Reclassified from wagon ‘RKWY 4007 U’ to ’ wagon ‘RKWF 4007 N’.

RKWY 4013

27.08.1994 Reclassified from wagon ‘RKWY 4013 P’ to ’ wagon ‘RKWF 4013 X’.

RKWY 4016

26.08.1994 Reclassified from wagon ‘RKWY 4016 T’ to ’ wagon ‘RKWF 4016 M’.

RKWY 4017

16.09.1994 Reclassified from wagon ‘RKWY 4017 F’ to ’ wagon ‘RKWF 4017 V’.

RKWY 4019

24.09.1994 Reclassified from wagon ‘RKWY 4019 A’ to ’ wagon ‘RKWF 4019 Q’.

RKWY 4021

03.09.1994 Reclassified from wagon ‘RKWY 4021 F’ to ’ wagon ‘RKWF 4021 V’.

RKWY 4022

29.08.1994 Reclassified from wagon ‘RKWY 4022 Y’ to ’ wagon ‘RKWF 4022 H’.

RKWY 4023

20.09.1994 Reclassified from wagon ‘RKWY 4023 A’ to ’ wagon ‘RKWF 4023 Q’.

RKWY 4026

15.09.1994 Reclassified from wagon ‘RKWY 4026 E’ to ’ wagon ‘RKWF 4026 U’.

RKWY 4027

07.09.1994 Reclassified from wagon ‘RKWY 4027 N’ to ’ wagon ‘RKWF 4027 G’.

RKWY 4030

23.09.1994 Reclassified from wagon ‘RKWY 4030 E’ to ’ wagon ‘RKWF 4030 U’.

RKWY 4038

27.08.1994 Reclassified from wagon ‘RKWY 4038 H’ to ’ wagon ‘RKWF 4038 A’.

RKWY 4040

01.09.1994 Reclassified from wagon ‘RKWY 4040 M’ to ’ wagon ‘RKWF 4040 F’.
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RKWY 4043

Details: wagon ‘RKWY 4043 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.06.1976
Operating System: AN
Intended Use: STEEL BULK
Remarks: EX AKJY
BSG Code: FSKI

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE UZ UY CN CM CK
Return to Service Date: 12.07.1994
Due Triple Valve: 01.06.1988
Last Brake Cylinder: 25.08.1989
Last Single Car Test: 21.05.1993
Last Lift: 22.09.1977

02.08.1988 Alteration complete ‘CONVERT 100 ‘AOOX’ WAGONS FOR STEEL
TRAFFIC BY REMOVAL OF ALL DOORS. RECLASSIFY ‘AKPX’. RESTENCIL ‘FOR
STEEL TRAFFIC ONLY‘. REDUCE TARE STENCIL BY 1 TONNE. (RS4307)’.
Length Over Headstocks: ‘22.9m’. Tare Weight: ‘27tonne’. Current Gauge:
‘Standard’. Gauge Restrictions: ‘S+B’. Bogie Configuration: ‘2X2’. New class:
‘AKPX’. Intended use: ‘STEEL BULK’. Capacity: ‘48T.’

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
28.08.1990 Alteration complete ‘CUT OPENING IN CENTRE OF SIDES OF (63) ‘AKPX’

WAGONS AND RECLASSIFY ‘AKOX’ WAGONS. AKPX. (RS4535)’. New class:
‘AKOX’.
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28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
02.10.1990 Repair ‘BODY COMPLETE’.
02.10.1990 Repair ‘VEHICLE RECLASSIFY’.
02.10.1990 Repair ‘VEHICLE RETARE’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKJY 4043 G’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘TRAIN PIPE’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1992 Repair ‘SIDE BEARER’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKJY 4043 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BRAKE LEVER’.
17.12.1992 Repair ‘WHEEL SET’.
17.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKJY 4043 G’
25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO

DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
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TO DRAWING A1/W1-118 REV C (RS4755)’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1993 Repair ‘BRAKE LEVER’.
20.05.1993 Repair ‘BRANCH PIPE’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.05.1993 Repair ‘DRAFT GEAR POCKET’.
20.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.05.1993 Repair ‘STEP’.
20.05.1993 Repair ‘VEHICLE COMPLETE’.
20.05.1993 Repair ‘WEAR PLATES & SADDLES’.
20.05.1993 Repair ‘YOKE CARRIER’.
20.05.1993 Repair ‘YOKE COMPLETE’.
20.05.1993 Repair ‘YOKE PIN’.
20.05.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
20.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4043 G’
26.08.1994 Alteration ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

RKWY 4044

23.09.1994 Reclassified from wagon ‘RKWY 4044 C’ to ’ wagon ‘RKWF 4044 S’.

RKWY 4047

18.10.1994 Reclassified from wagon ‘RKWY 4047 G’ to ’ wagon ‘RKWF 4047 W’.

RKWY 4053

27.10.1994 Reclassified from wagon ‘RKWY 4053 B’ to ’ wagon ‘RKWF 4053 R’.

RKWY 4063

16.09.1994 Reclassified from wagon ‘RKWY 4063 J’ to ’ wagon ‘RKWF 4063 C’.

RKWY 4064

27.09.1994 Reclassified from wagon ‘RKWY 4064 S’ to ’ wagon ‘RKWF 4064 L’.
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RKWY 4065

27.08.1994 Reclassified from wagon ‘RKWY 4065 E’ to ’ wagon ‘RKWF 4065 U’.

RKWY 4067

31.08.1994 Reclassified from wagon ‘RKWY 4067 W’ to ’ wagon ‘RKWF 4067 P’.

RKWY 4071

22.11.1994 Reclassified from wagon ‘RKWY 4071 W’ to ’ wagon ‘RKWF 4071 P’.

RKWY 4077

15.09.1994 Reclassified from wagon ‘RKWY 4077 H’ to ’ wagon ‘RKWF 4077 A’.

RKWY 4080

16.09.1994 Reclassified from wagon ‘RKWY 4080 V’ to ’ wagon ‘RKWF 4080 Y’.

RKWY 4081

08.09.1994 Reclassified from wagon ‘RKWY 4081 H’ to ’ wagon ‘RKWF 4081 A’.

RKWY 4085

31.08.1994 Reclassified from wagon ‘RKWY 4085 U’ to ’ wagon ‘RKWF 4085 N’.

RKWY 4087

26.08.1994 Reclassified from wagon ‘RKWY 4087 P’ to ’ wagon ‘RKWF 4087 X’.

RKWY 4089

15.09.1994 Reclassified from wagon ‘RKWY 4089 K’ to ’ wagon ‘RKWF 4089 D’.

RKWY 4098

03.09.1994 Reclassified from wagon ‘RKWY 4098 J’ to ’ wagon ‘RKWF 4098 C’.

RKWY 4107

03.09.1994 Reclassified from wagon ‘RKWY 4107 E’ to ’ wagon ‘RKWF 4107 U’.

RKWY 4108

15.09.1994 Reclassified from wagon ‘RKWY 4108 N’ to ’ wagon ‘RKWF 4108 G’.

RKWY 4113

30.08.1994 Reclassified from wagon ‘RKWY 4113 W’ to ’ wagon ‘RKWF 4113 P’.
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RKWY 4118

03.09.1994 Reclassified from wagon ‘RKWY 4118 V’ to ’ wagon ‘RKWF 4118 Y’.

RKWY 4120

19.09.1994 Reclassified from wagon ‘RKWY 4120 D’ to ’ wagon ‘RKWF 4120 T’.

RKWY 4124

28.11.1989 Repair ‘DOOR COMPLETE’.
28.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AKJY 4124 G’
31.01.1990 Repair ‘STEP’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKJY 4124 G’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4124 G’
24.08.1990 Alteration complete ‘REMOVE DOORS AND CUT OPENING IN CENTRE

OF SIDES OF (17) ‘AOOX’ WAGONS AND RECLASSIFY TO ‘AKOX’ WAGONS.
B.H.P. TO PROVIDE AND FIT THEIR OWN BOGIES. AOOX 17 NO. TO BE
SELECTED. (RS4533)’. New class: ‘AKOX’.

06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE RECLASSIFY’.
06.09.1990 Repair ‘VEHICLE RETARE’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKJY 4124 G’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘DOOR FRAME’.
28.09.1990 Repair ‘EMPTY LOAD VALVE’.
28.09.1990 Repair ‘END HOSE’.
28.09.1990 Repair ‘FLOOR SHEETING’.
28.09.1990 Repair ‘SIDE SHEET’.
28.09.1990 Repair ‘TRAIN PIPE (END)’.
28.09.1990 Repair ‘TRAIN PIPE’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4124 G’
10.12.1990 Repair ‘HANDRAILS END’.
10.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKJY 4124 G’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (80) ‘AKOX’ WAGONS. RECLASSIFY TO ‘AKJY’
WAGON. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40. FIT
SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM 3 (TCC-70
BLOCKS & CAPS). AKOY - AS SELECTED. (RS4597)’. New class: ‘AKJY’.

13.05.1991 Repair ‘STEP’.
13.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKJY 4124 G’
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AKJY 4124 G’
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19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘END COMPLETE’.
19.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1992 Repair ‘RELAY VALVE’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKJY 4124 G’
14.10.1992 Repair ‘WHEEL SET’.
14.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4124 G’
20.11.1992 Alteration complete ‘REPAIR CRACKED UNDERFRAMES AS PER

MODIFIED UNDERFRAME DRAWING OF AKJY/AKOX. (REFERENCE DRAWING
AW-16713 REV. E). AKJY,AKOX ALL. (RS4751)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.03.1993 Alteration ‘FIT TIMBER BOLSTERS TO : 1) AKBX, AKKF, AKJY TO
DRAWING A2/W1-268 2) AKOX, AKPX TO DRAWING A1/W1-119REV C 3) AKGX
TO DRAWING A1/W1-118 REV C (RS4755)’.

21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BEARERS’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘END BRAKE COCK’.
21.04.1993 Repair ‘END COMPLETE’.
21.04.1993 Repair ‘END HOSE’.
21.04.1993 Repair ‘TRAIN PIPE (END)’.
21.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AKJY 4124 G’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘END HOSE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AKJY 4124 G’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘BRAKE BLOCK RB101’.
04.12.1993 Repair ‘BRAKE LEVER’.
04.12.1993 Repair ‘BRAKE PULL ROD’.
04.12.1993 Repair ‘END BRAKE COCK’.
04.12.1993 Repair ‘END HOSE’.
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04.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1993 Repair ‘TRAIN PIPE (END)’.
04.12.1993 Repair ‘TRAIN PIPE’.
04.12.1993 Repair ‘VEHICLE COMPLETE’.
04.12.1993 Repair ‘WHEEL SET’.
04.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AKJY 4124 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘AKJY’ STEEL WAGONS TO ‘RKWY‘.

(NRC062)’. New class: ‘RKWY’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AKJY 4124 G’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Alteration ‘BOGIES TO BE CHANGED FROM CCSB‘S TO GAP

SIDEBEARERS. VEHICLES TO BE RECLASSIFIED TO ‘RKWF’. RKWY - ALL
(RS4877)’. New class: ‘RKWF’.

26.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Reclassified from wagon ‘RKWY 4124 Q’ to ’ wagon ‘RKWF 4124 J’.

RKWY 4133

01.09.1994 Reclassified from wagon ‘RKWY 4133 P’ to ’ wagon ‘RKWF 4133 X’.

RKWY 4135

27.08.1994 Reclassified from wagon ‘RKWY 4135 K’ to ’ wagon ‘RKWF 4135 D’.

RKWY 4153

23.09.1994 Reclassified from wagon ‘RKWY 4153 X’ to ’ wagon ‘RKWF 4153 B’.

RKWY 4166

31.08.1994 Reclassified from wagon ‘RKWY 4166 U’ to ’ wagon ‘RKWF 4166 N’.

RKWY 4171

26.08.1994 Reclassified from wagon ‘RKWY 4171 G’ to ’ wagon ‘RKWF 4171 W’.

RKWY 4178

27.08.1994 Reclassified from wagon ‘RKWY 4178 A’ to ’ wagon ‘RKWF 4178 Q’.

RKWY 4194

16.09.1994 Reclassified from wagon ‘RKWY 4194 D’ to ’ wagon ‘RKWF 4194 T’.

RKWY 4197

27.08.1994 Reclassified from wagon ‘RKWY 4197 H’ to ’ wagon ‘RKWF 4197 A’.
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2.674 Wagon classification starting with ‘RKX’

RKXF 60087

Details: wagon ‘RKXF 60087 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: RKXX60087
BSG Code: NXKI

Capacity of 50 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 16.08.1993
Cont Connector Type:] S
Cont Max Slots: 3

13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60087 U’

RKXF 60107

15.06.1995 Reclassified from wagon ‘RKXF 60107 G’ to ’ wagon ‘RKXX 60107 J’.

RKXF 60116

Details: wagon ‘RKXF 60116 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
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Remarks: EX NQDX60116C/NKDX60116N-EX RKXX60116X
BSG Code: NXKI

Capacity of 50 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 31.10.1986
Cont Connector Type:] S
Cont Max Slots: 3

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60116 X’

RKXF 60125

Details: wagon ‘RKXF 60125 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RQRX 60125 B
BSG Code: NXQQ

Capacity of 49 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AE CN
Return to Service Date: 01.07.1995
Cont Connector Type:] P
Cont Max Slots: 3

10.01.1995 Repair ‘VEHICLE RECLASSIFY’.
10.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60125 H’
18.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RKXX 60125 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL

WAGONS. RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKXX 60125 H’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
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RKXF 60128

Details: wagon ‘RKXF 60128 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60128F/NKDX60128Q / RKXX 60128 L
BSG Code: NXKI

Capacity of 49 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 14.06.1991
Last Single Car Test: 14.05.1991
Cont Connector Type:] S
Cont Max Slots: 3

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60128 L’

RKXF 60130

26.07.1995 Reclassified from wagon ‘RKXF 60130 N’ to ’ wagon ‘RKXX 60130 Q’.

RKXF 60132

Details: wagon ‘RKXF 60132 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60132F/NKDX60132Q / RKXX 60132 L
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BSG Code: NXKI

Capacity of 54 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 09.06.1995
Cont Connector Type:] S
Cont Max Slots: 3

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60132 L’

RKXF 60142

Details: wagon ‘RKXF 60142 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60142 N
BSG Code: NXKI

Capacity of 49 tonnes

Fleet Grp Code: UZ UK AE CN
Return to Service Date: 02.06.1995

25.09.1990 Repair ‘VEHICLE RECLASSIFY’.
25.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60142 B’
15.03.1991 Repair ‘END HOSE’.
15.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NKDX 60142 B’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL

WAGONS. RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
02.06.1995 Repair ‘VEHICLE RECLASSIFY’.
02.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘NKDX 60142 B’
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RKXF 60143

Details: wagon ‘RKXF 60143 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 30.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX 60143W/NKDX60143K / RKXX 60143 F
BSG Code: NXKI

Capacity of 49 tonnes

Fleet Grp Code: UZ UK CN AE
Return to Service Date: 11.10.1993
Cont Connector Type:] S
Cont Max Slots: 3

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60143 F’

RKXF 60150

Details: wagon ‘RKXF 60150 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21755/NQEX/RQRX60150D/RKXX
BSG Code: NSQQ

Capacity of 53 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AE RZ RB CN
Return to Service Date: 28.09.1995
Cont Connector Type:] P
Cont Max Slots: 3

15.09.1995 Repair ‘VEHICLE RECLASSIFY’.
15.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60150 J’
28.09.1995 Repair ‘VEHICLE RECLASSIFY’.

RKXF 60152

Details: wagon ‘RKXF 60152 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60152V/NKDX60152J/RKXX60152E/RKXF
BSG Code: NXKI

Capacity of 55 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 23.06.1995
Last Brake Cylinder: 01.09.1992
Last Single Car Test: 01.09.1992
Cont Connector Type:] S
Cont Max Slots: 3

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60152 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL

WAGONS. RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60152 E’
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60152 E’
23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKXX 60152 E’
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RKXF 60155

Details: wagon ‘RKXF 60155 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60155
BSG Code: NXKI

Capacity of 49 tonnes

Fleet Grp Code: AE UZ UK CN
Return to Service Date: 30.05.1995
Cont Connector Type:] S
Cont Max Slots: 3

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60155 X’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RKXX 60155 X’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL

WAGONS. RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
30.05.1995 Repair ‘VEHICLE RECLASSIFY’.
30.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKXX 60155 X’

RKXF 60173

Details: wagon ‘RKXF 60173 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
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Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NFBX(BCX) 21778-EX NQEX 60173 D
BSG Code: NXFI

Capacity of 49 tonnes

Fleet Grp Code: UZ UK CN AE
Return to Service Date: 17.11.1988
Last Single Car Test: 19.07.1988

01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NKEX 60173 Y’

RKXF 60181

Details: wagon ‘RKXF 60181 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQBX 21786; EX NKDX 60181B/RKXX
BSG Code: NXKI

Capacity of 49 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60181 T’
06.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.

RKXF 60190

Details: wagon ‘RKXF 60190 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
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Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 21795 / RKXX 60190 S
BSG Code: NXKI

Capacity of 49 tonnes

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60190 S’
29.08.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

RKXF 60193

Details: wagon ‘RKXF 60193 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX 60193 E / RKXX 60193 W
BSG Code: NXKI

Capacity of 49 tonnes

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60193 W’

RKXF 60205

Details: wagon ‘RKXF 60205 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX 60205 P, EX NKDX 60205
BSG Code: NXFI

Capacity of 49 tonnes

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60205 V’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL

WAGONS. RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
30.05.1995 Repair ‘VEHICLE RECLASSIFY’.
30.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RKXX 60205 V’

RKXF 60213

Details: wagon ‘RKXF 60213 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 25.11.1986
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60213/NKDX60213Q / RKXX
BSG Code: NXKI

Capacity of 49 tonnes

04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60213 L’

RKXF 60223

Details: wagon ‘RKXF 60223 Q’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX RKXX 60223 T
BSG Code: NXKQ

Capacity of 49 tonnes

30.05.1995 Repair ‘VEHICLE RECLASSIFY’.
30.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXX 60223 T’
31.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.

RKXX 60087

04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60087 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
13.05.1995 Reclassified from wagon ‘RKXX 60087 U’ to ’ wagon ‘RKXF 60087 R’.

RKXX 60094

Details: wagon ‘RKXX 60094 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60094S/NKDX60094G
BSG Code: NXKI
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Capacity of 50 tonnes

25.10.1994 Repair ‘VEHICLE RECLASSIFY’.
25.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60094 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.

RKXX 60107

Details: wagon ‘RKXX 60107 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX60107Y / RKXX 60107 J / RKXF
BSG Code: NXKI

Capacity of 49 tonnes

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60107 Y’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXF 60107 G’
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXF 60107 G’

RKXX 60116

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60116 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
12.05.1995 Reclassified from wagon ‘RKXX 60116 X’ to ’ wagon ‘RKXF 60116 F’.
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RKXX 60119

23.08.1996 Reclassified from wagon ‘RKXX 60119 M’ to ’ wagon ‘NKDX 60119 R’.

RKXX 60121

Details: wagon ‘RKXX 60121 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 26.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKQX60121P/NKDX60121W
BSG Code: NXKI

Capacity of 59 tonnes

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60121 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.

RKXX 60122

23.08.1996 Reclassified from wagon ‘RKXX 60122 D’ to ’ wagon ‘NKDX 60122 X’.

RKXX 60125

27.06.1995 Reclassified from wagon ‘RKXX 60125 H’ to ’ wagon ‘RKXF 60125 E’.

RKXX 60126

23.08.1996 Reclassified from wagon ‘RKXX 60126 Q’ to ’ wagon ‘NKDX 60126 V’.

RKXX 60128

23.12.1994 Repair ‘VEHICLE RECLASSIFY’.
23.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60128 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
10.05.1995 Reclassified from wagon ‘RKXX 60128 L’ to ’ wagon ‘RKXF 60128 X’.
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RKXX 60130

Details: wagon ‘RKXX 60130 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NKDX60130V/RKXX60130Q/RKXF60130N
BSG Code: NXKI

Capacity of 49 tonnes

24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60130 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXF 60130 N’
26.07.1995 Repair ‘VEHICLE RECLASSIFY’.
26.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKXF 60130 N’

RKXX 60132

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60132 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
09.06.1995 Reclassified from wagon ‘RKXX 60132 L’ to ’ wagon ‘RKXF 60132 X’.

RKXX 60140

23.08.1996 Reclassified from wagon ‘RKXX 60140 B’ to ’ wagon ‘NKDX 60140 G’.

RKXX 60143

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60143 K’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.
RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.

10.05.1995 Reclassified from wagon ‘RKXX 60143 F’ to ’ wagon ‘RKXF 60143 C’.

RKXX 60144

23.08.1996 Reclassified from wagon ‘RKXX 60144 Y’ to ’ wagon ‘NKDX 60144 T’.

RKXX 60145

23.08.1996 Reclassified from wagon ‘RKXX 60145 A’ to ’ wagon ‘NKDX 60145 F’.

RKXX 60150

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60150 D’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Reclassified from wagon ‘RKXX 60150 J’ to ’ wagon ‘RKXF 60150 G’.

RKXX 60152

23.06.1995 Reclassified from wagon ‘RKXX 60152 E’ to ’ wagon ‘RKXF 60152 B’.

RKXX 60155

30.05.1995 Reclassified from wagon ‘RKXX 60155 X’ to ’ wagon ‘RKXF 60155 F’.

RKXX 60158

23.08.1996 Reclassified from wagon ‘RKXX 60158 M’ to ’ wagon ‘NKDX 60158 R’.

RKXX 60181

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60181 B’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
04.05.1995 Reclassified from wagon ‘RKXX 60181 T’ to ’ wagon ‘RKXF 60181 Q’.

RKXX 60190

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60190 A’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.

14674



2.674. Wagon classification starting with ‘RKX’

06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.
RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.

09.06.1995 Reclassified from wagon ‘RKXX 60190 S’ to ’ wagon ‘RKXF 60190 P’.

RKXX 60193

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60193 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
09.06.1995 Reclassified from wagon ‘RKXX 60193 W’ to ’ wagon ‘RKXF 60193 T’.

RKXX 60205

30.05.1995 Reclassified from wagon ‘RKXX 60205 V’ to ’ wagon ‘RKXF 60205 S’.

RKXX 60206

Details: wagon ‘RKXX 60206 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21811/NQEX60206E / RQRX 60206 B
BSG Code: NSQQ

Capacity of 53 tonnes

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60206 B’

RKXX 60213

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60213 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
04.05.1995 Reclassified from wagon ‘RKXX 60213 L’ to ’ wagon ‘RKXF 60213 X’.
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RKXX 60217

11.10.1996 Reclassified from wagon ‘RKXX 60217 B’ to ’ wagon ‘NKDX 60217 G’.

RKXX 60223

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NKDX 60223 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 12 NO. NKXX/RKXX STEEL WAGONS.

RECLASSIFY TO ‘RKXF’. (RS4901)’. New class: ‘RKXF’.
30.05.1995 Reclassified from wagon ‘RKXX 60223 T’ to ’ wagon ‘RKXF 60223 Q’.

2.675 Wagon classification starting with ‘RKY’

RKYY 7006

Details: wagon ‘RKYY 7006 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 23.08.1994
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: FSKI

Capacity of 57 tonnes

Corporate ID flag: Y
Fleet Grp Code: AE

RKYY 7084

Details: wagon ‘RKYY 7084 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 17.10.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE
Return to Service Date: 18.10.1995

18.10.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7085

Details: wagon ‘RKYY 7085 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 14.11.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 15.11.1995

15.11.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7086

Details: wagon ‘RKYY 7086 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m

14677



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 08.11.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE
Return to Service Date: 08.11.1995

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7087

Details: wagon ‘RKYY 7087 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 14.11.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 18.07.1996

15.11.1995 Repair ‘VEHICLE RECLASSIFY’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RKYY 7088

Details: wagon ‘RKYY 7088 C’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 14.11.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 08.12.1995

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7089

Details: wagon ‘RKYY 7089 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 29.11.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 17.09.1996

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
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RKYY 7090

Details: wagon ‘RKYY 7090 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 03.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 09.05.1996

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1996 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7091

Details: wagon ‘RKYY 7091 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 11.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 13.12.1995
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13.12.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7092

Details: wagon ‘RKYY 7092 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 07.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 08.12.1995

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7093

Details: wagon ‘RKYY 7093 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 11.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

Fleet Grp Code: AE CN
Return to Service Date: 09.05.1996
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13.12.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1996 Repair ‘VEHICLE RECLASSIFY’.
09.05.1996 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7094

Details: wagon ‘RKYY 7094 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 12.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

13.12.1995 Repair ‘VEHICLE RECLASSIFY’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

RKYY 7095

Details: wagon ‘RKYY 7095 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 14.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes
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RKYY 7096

Details: wagon ‘RKYY 7096 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 20.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

20.12.1995 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7097

Details: wagon ‘RKYY 7097 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 20.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

20.12.1995 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
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RKYY 7098

Details: wagon ‘RKYY 7098 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 20.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

20.12.1995 Repair ‘VEHICLE RECLASSIFY’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RKYY 7099

Details: wagon ‘RKYY 7099 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 21.12.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

01.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE RECLASSIFY’.
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RKYY 7100

Details: wagon ‘RKYY 7100 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 09.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

07.06.1996 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7101

Details: wagon ‘RKYY 7101 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 09.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

RKYY 7102

Details: wagon ‘RKYY 7102 G’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 15.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

RKYY 7103

Details: wagon ‘RKYY 7103 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 15.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

11.05.1996 Repair ‘VEHICLE COMPLETE’.

RKYY 7104

Details: wagon ‘RKYY 7104 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 17.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

22.07.1996 Repair ‘VEHICLE COMPLETE’.

RKYY 7105

Details: wagon ‘RKYY 7105 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 17.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

06.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE RECLASSIFY’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RKYY 7106

Details: wagon ‘RKYY 7106 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 23.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

RKYY 7107

Details: wagon ‘RKYY 7107 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 25.01.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 61 tonnes

RKYY 7108

Details: wagon ‘RKYY 7108 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.02.1996
Operating System: AN
Intended Use: STEEL SLAB
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BSG Code: SSKI

Capacity of 57 tonnes

02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.

RKYY 7109

Details: wagon ‘RKYY 7109 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 03.02.1995
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI

Capacity of 57 tonnes

06.02.1996 Repair ‘VEHICLE RECLASSIFY’.

RKYY 7110

Details: wagon ‘RKYY 7110 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 08.02.1996
Operating System: AN
Intended Use: STEEL SLAB
BSG Code: SSKI
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Capacity of 57 tonnes

08.02.1996 Repair ‘VEHICLE RECLASSIFY’.

2.676 Wagon classification starting with ‘RKZ’

RKZX 33089

Details: wagon ‘RKZX 33089 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOSX 33089
BSG Code: WXOZ

Capacity of 51.3 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSX 33089 Q’
10.02.1995 Repair ‘VEHICLE COMPLETE’.

RKZX 33139

Details: wagon ‘RKZX 33139 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: STEEL BULK
Remarks: EX WOSF 33139/ EX WOSX33139

14690



2.677. Wagon classification starting with ‘RLC’

BSG Code: WXOI

Capacity of 54.3 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSX 33139 G’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.

RKZX 33184

Details: wagon ‘RKZX 33184 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOSF 33184 V; EX WOSX 33184 B
BSG Code: WXOI

Capacity of 54.3 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSX 33184 B’
21.11.1994 Repair ‘VEHICLE COMPLETE’.

2.677 Wagon classification starting with ‘RLC’

RLCX 154

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 154 E’
03.09.1994 Reclassified from wagon ‘RLCX 154 A’ to ’ wagon ‘VLVX 10 J’.

RLCX 223

Details: wagon ‘RLCX 223 U’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLCX 223 U
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 223 B’

RLCX 228

Details: wagon ‘RLCX 228 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 228 A
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 228 A’

RLCX 246

28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 246 V’
03.09.1994 Reclassified from wagon ‘RLCX 246 R’ to ’ wagon ‘VLVX 11 S’.
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RLCX 250

Details: wagon ‘RLCX 250 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 250 V
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 250 V’

RLCX 287

Details: wagon ‘RLCX 287 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 287 Q
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 287 Q’
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RLCX 320

09.01.1995 Reclassified from wagon ‘RLCX 320 A’ to ’ wagon ‘VLCX 320 E’.

RLCX 322

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 322 W’
03.09.1994 Reclassified from wagon ‘RLCX 322 S’ to ’ wagon ‘VLVX 12 E’.

RLCX 374

Details: wagon ‘RLCX 374 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 374 L
BSG Code: VXLZ

Capacity of 44 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 374 L’

RLCX 394

Details: wagon ‘RLCX 394 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX VLCX 394 E
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 394 E’

RLCX 443

Details: wagon ‘RLCX 443 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 443 X
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 443 X’

RLCX 538

Details: wagon ‘RLCX 538 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 538 G
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BSG Code: VXLZ

Capacity of 40 tonnes

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 538 G’

RLCX 550

Details: wagon ‘RLCX 550 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 550 T
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 550 T’

RLCX 558

Details: wagon ‘RLCX 558 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 558 W
BSG Code: VXLZ
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Capacity of 40 tonnes

28.03.1994 Repair ‘VEHICLE RECLASSIFY’.
28.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 558 W’

RLCX 570

Details: wagon ‘RLCX 570 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 570 M
BSG Code: VXLZ

Capacity of 41 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 570 M’

RLCX 579

Details: wagon ‘RLCX 579 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 579 B
BSG Code: VXLZ

Capacity of 40 tonnes
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03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 579 B’

RLCX 615

Details: wagon ‘RLCX 615 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 615 Q
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 615 Q’

RLCX 645

Details: wagon ‘RLCX 645 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 645 R
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VLCX 645 R’

RLCX 659

Details: wagon ‘RLCX 659 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 659 P
BSG Code: VXLZ

Capacity of 40 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 659 P’

2.678 Wagon classification starting with ‘RLD’

RLDF 23161

Details: wagon ‘RLDF 23161 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23161 F
BSG Code: NSLZ

Capacity of 48 tonnes
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15.08.1995 Repair ‘VEHICLE RECLASSIFY’.
15.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23161 F’

RLDF 23162

Details: wagon ‘RLDF 23162 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23162 Y
BSG Code: NSLQ

Capacity of 48 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23162 Y’

RLDF 23163

Details: wagon ‘RLDF 23163 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23163 A
BSG Code: NSLZ

Capacity of 48 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘NLDF 23163 A’

RLDF 23164

Details: wagon ‘RLDF 23164 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
BSG Code: NSLZ

Capacity of 48 tonnes

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23164 J’

RLDF 23165

Details: wagon ‘RLDF 23165 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23165 S
BSG Code: NSLZ

Capacity of 48 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23165 S’
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RLDF 23169

Details: wagon ‘RLDF 23169 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23169 X
BSG Code: NSLZ

Capacity of 48 tonnes

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23169 X’

RLDF 23170

Details: wagon ‘RLDF 23170 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23170 E
BSG Code: NSLZ

Capacity of 48 tonnes

15.08.1995 Repair ‘VEHICLE RECLASSIFY’.
15.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23170 E’
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RLDF 23171

Details: wagon ‘RLDF 23171 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23171 N
BSG Code: NSLZ

Capacity of 48 tonnes

25.10.1994 Repair ‘VEHICLE RECLASSIFY’.
25.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23171 N’

RLDF 23173

Details: wagon ‘RLDF 23173 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23173 X
BSG Code: NSLZ

Capacity of 48 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23173 X’
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RLDF 23174

Details: wagon ‘RLDF 23174 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23174 R
BSG Code: NSLZ

Capacity of 48 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23174 R’

RLDF 23175

Details: wagon ‘RLDF 23175 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23175 D
BSG Code: NSLZ

Capacity of 52 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23175 D’
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RLDF 23176

Details: wagon ‘RLDF 23176 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23176 M’

RLDF 23177

Details: wagon ‘RLDF 23177 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF23177V
BSG Code: NSLZ

Capacity of 48 tonnes

29.01.1996 Repair ‘VEHICLE RECLASSIFY’.
29.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23177 V’

RLDF 23178

Details: wagon ‘RLDF 23178 L’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF23178H
BSG Code: NSLZ

Capacity of 48 tonnes

29.01.1996 Repair ‘VEHICLE RECLASSIFY’.
29.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23178 H’

RLDF 23180

Details: wagon ‘RLDF 23180 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23180 M
BSG Code: NSLZ

Capacity of 48 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23180 M’

RLDF 23181

Details: wagon ‘RLDF 23181 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23181 V
BSG Code: NSLZ

Capacity of 48 tonnes

15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23181 V’

RLDF 23182

Details: wagon ‘RLDF 23182 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23182 H
BSG Code: NSLZ

Capacity of 48 tonnes

17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
17.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23182 H’

RLDF 23183

Details: wagon ‘RLDF 23183 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
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Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23183 Q
BSG Code: NSLZ

Capacity of 46 tonnes

23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23183 Q’

RLDF 23185

Details: wagon ‘RLDF 23185 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23185 L
BSG Code: NSLZ

Capacity of 48 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23185 L’

RLDF 23186

Details: wagon ‘RLDF 23186 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 213186 R
BSG Code: NSLZ

Capacity of 48 tonnes

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23186 U’

RLDF 23188

Details: wagon ‘RLDF 23188 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23188 P’

RLDF 23192

Details: wagon ‘RLDF 23192 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23192 P’

RLDF 23194

Details: wagon ‘RLDF 23194 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23194 K
BSG Code: NSLZ

Capacity of 48 tonnes

23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23194 K’

RLDF 23195

Details: wagon ‘RLDF 23195 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLDF 23195T
BSG Code: NSLZ

Capacity of 48 tonnes

21.08.1995 Repair ‘VEHICLE RECLASSIFY’.
21.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23195 T’

RLDF 23197

Details: wagon ‘RLDF 23197 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLDF 23197 Y
BSG Code: NSLZ

Capacity of 48 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23197 Y’

RLDF 23199

Details: wagon ‘RLDF 23199 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NLDF 23199 J (NEWSPRINT VAN)
BSG Code: NSLZ

Capacity of 48 tonnes

04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23199 J’

RLDF 23200

Details: wagon ‘RLDF 23200 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLDF 23200 B’

2.679 Wagon classification starting with ‘RLE’

RLEX 806

24.06.1996 Reclassified from wagon ‘RLEX 806 K’ to ’ wagon ‘VLEX 806 Y’.

RLEX 807

Details: wagon ‘RLEX 807 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 807 A
BSG Code: VXLZ

Capacity of 50 tonnes

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 807 A’

RLEX 811

Details: wagon ‘RLEX 811 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 811 A
BSG Code: VXLZ

Capacity of 50 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 811 A’

RLEX 818

Details: wagon ‘RLEX 818 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 818 R
BSG Code: VXLZ

Capacity of 50 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 818 R’
28.05.1996 Repair ‘VEHICLE COMPLETE’.

RLEX 819

06.06.1996 Reclassified from wagon ‘RLEX 819 W’ to ’ wagon ‘VLEX 819 D’.

RLEX 820

Details: wagon ‘RLEX 820 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 820 W
BSG Code: VXLZ

Capacity of 50 tonnes

31.08.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 820 W’

RLEX 821

Details: wagon ‘RLEX 821 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
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Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLLX 821 C
BSG Code: VXLZ

Capacity of 50 tonnes

26.07.1995 Repair ‘VEHICLE RECLASSIFY’.
26.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 821 C’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 821 C’
15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 821 C’
01.02.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 821 C’
07.06.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 821 C’
01.10.1996 Repair ‘VEHICLE RECLASSIFY’.
01.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 821 C’
04.10.1996 Repair ‘VEHICLE RECLASSIFY’.
04.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 821 C’
07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 821 C’

RLEX 822

Details: wagon ‘RLEX 822 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 822 R
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BSG Code: VXLZ

Capacity of 50 tonnes

30.10.1994 Repair ‘VEHICLE RECLASSIFY’.
30.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 822 R’

RLEX 826

16.07.1996 Reclassified from wagon ‘RLEX 826 D’ to ’ wagon ‘VLEX 826 H’.

RLEX 827

Details: wagon ‘RLEX 827 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 55 tonnes

17.11.1995 Repair ‘VEHICLE RECLASSIFY’.
17.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 827 Q’

RLEX 841

12.08.1996 Reclassified from wagon ‘RLEX 841 U’ to ’ wagon ‘VLEX 841 B’.

RLEX 844

01.07.1996 Reclassified from wagon ‘RLEX 844 B’ to ’ wagon ‘VLEX 844 F’.

RLEX 847

Details: wagon ‘RLEX 847 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
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Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 847 J
BSG Code: VXLZ

Capacity of 50 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 847 J’

RLEX 848

Details: wagon ‘RLEX 848 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 848 S
BSG Code: VXLZ

Capacity of 50 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 848 S’

RLEX 849

Details: wagon ‘RLEX 849 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 849 E;RLEX 849 A;EX RLLX 849
BSG Code: VXLZ

Capacity of 50 tonnes

22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 849 E’
29.07.1995 Repair ‘VEHICLE RECLASSIFY’.
29.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 849 V’
11.03.1997 Repair ‘VEHICLE RECLASSIFY’.
11.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 849 V’

RLEX 851

Details: wagon ‘RLEX 851 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 851
BSG Code: VXLZ

Capacity of 50 tonnes

16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 851 J’

RLEX 853

Details: wagon ‘RLEX 853 A’ in AN ‘Mainland Division’.

14718



2.679. Wagon classification starting with ‘RLE’

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 50 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 853 E’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.

RLEX 854

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 854 N’
10.08.1995 Reclassified from wagon ‘RLEX 854 J’ to ’ wagon ‘RLLX 854 H’.

RLEX 855

24.06.1996 Reclassified from wagon ‘RLEX 855 S’ to ’ wagon ‘VLEX 855 W’.

RLEX 859

Details: wagon ‘RLEX 859 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 859 M
BSG Code: VXLZ
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Capacity of 50 tonnes

23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 859 M’

RLEX 862

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 862 D’

RLEX 865

Details: wagon ‘RLEX 865 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 865 H
BSG Code: VXLZ

Capacity of 50 tonnes

03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 865 H’
11.06.1994 Repair ‘VEHICLE COMPLETE’.

RLEX 868

14.06.1996 Reclassified from wagon ‘RLEX 868 H’ to ’ wagon ‘VLEX 868 L’.

RLEX 869

Details: wagon ‘RLEX 869 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 869 U; EX RLLX 869Y
BSG Code: VXLZ

Capacity of 50 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 869 U’
02.04.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 869 Y’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 869 Y’
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 869 Y’
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 869 Y’
27.02.1997 Repair ‘VEHICLE RECLASSIFY’.
27.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 869 Y’

RLEX 872

30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 872 L’
26.08.1995 Reclassified from wagon ‘RLEX 872 H’ to ’ wagon ‘RLLX 872 F’.

RLEX 873

Details: wagon ‘RLEX 873 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
Remarks: EX VLEX 873 U, EX RLLK 873Y
BSG Code: VXLZ

Capacity of 51 tonnes

09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 873 Y’
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 873 Y’
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 873 Y’
11.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 873 Y’
27.02.1997 Repair ‘VEHICLE RECLASSIFY’.
27.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 873 Y’

RLEX 874

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 874 G’
30.04.1995 Reclassified from wagon ‘RLEX 874 C’ to ’ wagon ‘RBAX 874 Q’.

RLEX 877

Details: wagon ‘RLEX 877 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 877 K
BSG Code: VXLZ

Capacity of 50 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 877 K’
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RLEX 879

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 879 F’
01.08.1995 Reclassified from wagon ‘RLEX 879 B’ to ’ wagon ‘RLLX 879 W’.

RLEX 881

Details: wagon ‘RLEX 881 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 881 K;RLEX881 G; EX RLLX 881E
BSG Code: VXLZ

Capacity of 50 tonnes

19.12.1994 Repair ‘VEHICLE RECLASSIFY’.
19.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 881 K’
30.08.1995 Repair ‘VEHICLE RECLASSIFY’.
30.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 881 E’
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 881 E’
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 881 E’
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 881 E’
27.02.1997 Repair ‘VEHICLE RECLASSIFY’.
27.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 881 E’

RLEX 884

03.06.1996 Reclassified from wagon ‘RLEX 884 K’ to ’ wagon ‘VLEX 884 Y’.

RLEX 887

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘VLEX 887 S’

09.08.1995 Reclassified from wagon ‘RLEX 887 Y’ to ’ wagon ‘RLLX 887 M’.

RLEX 890

Details: wagon ‘RLEX 890 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 890 J
BSG Code: VXLZ

Capacity of 54 tonnes

07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 890 J’

RLEX 891

Details: wagon ‘RLEX 891 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 891 S
BSG Code: VXLZ

Capacity of 50 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VLEX 891 S’

RLEX 892

Details: wagon ‘RLEX 892 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 892 E
BSG Code: VXLZ

Capacity of 50 tonnes

04.02.1995 Repair ‘VEHICLE RECLASSIFY’.
04.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 892 E’

RLEX 899

Details: wagon ‘RLEX 899 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 899 V
BSG Code: VXLZ

Capacity of 50 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 899 V’
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RLEX 901

Details: wagon ‘RLEX 901 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 901 W
BSG Code: VXLZ

Capacity of 50 tonnes

30.10.1994 Repair ‘VEHICLE RECLASSIFY’.
30.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 901 W’
07.12.1994 Repair ‘VEHICLE COMPLETE’.

RLEX 902

09.07.1996 Reclassified from wagon ‘RLEX 902 E’ to ’ wagon ‘VLEX 902 X’.

RLEX 910

16.07.1996 Reclassified from wagon ‘RLEX 910 R’ to ’ wagon ‘VLEX 910 V’.

RLEX 916

Details: wagon ‘RLEX 916 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 916 G
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BSG Code: VXLZ

Capacity of 50 tonnes

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 916 G’

RLEX 917

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 917 P’
10.08.1995 Reclassified from wagon ‘RLEX 917 L’ to ’ wagon ‘RLLX 917 J’.

RLEX 920

Details: wagon ‘RLEX 920 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 920 G
BSG Code: VXLZ

Capacity of 50 tonnes

25.07.1995 Repair ‘VEHICLE RECLASSIFY’.
25.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 920 G’
31.08.1995 Repair ‘VEHICLE COMPLETE’.

RLEX 921

19.12.1994 Repair ‘VEHICLE RECLASSIFY’.
19.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 921 P’
10.08.1995 Reclassified from wagon ‘RLEX 921 L’ to ’ wagon ‘RLLX 921 J’.
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RLEX 922

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 922 B’
04.08.1995 Reclassified from wagon ‘RLEX 922 U’ to ’ wagon ‘RLLX 922 S’.

RLEX 924

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 924 T’
10.08.1995 Reclassified from wagon ‘RLEX 924 P’ to ’ wagon ‘RLLX 924 N’.

RLEX 926

Details: wagon ‘RLEX 926 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLEX 926 K; EX RLLX 926 X
BSG Code: VXLZ

Capacity of 73 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 926 Y’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE RECLASSIFY’.
17.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 926 X’
22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 926 X’

RLEX 932

03.06.1996 Reclassified from wagon ‘RLEX 932 F’ to ’ wagon ‘VLEX 932 J’.
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RLEX 934

Details: wagon ‘RLEX 934 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 934 E
BSG Code: VXLZ

Capacity of 50 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 934 E’

RLEX 935

Details: wagon ‘RLEX 935 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 935 N
BSG Code: VXLZ

Capacity of 50 tonnes

05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 935 N’
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RLEX 939

05.08.1996 Reclassified from wagon ‘RLEX 939 W’ to ’ wagon ‘VLEX 939 D’.

RLEX 940

Details: wagon ‘RLEX 940 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 940W
BSG Code: VXLZ

Capacity of 50 tonnes

15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 940 W’
31.10.1994 Repair ‘VEHICLE COMPLETE’.

RLEX 948

Details: wagon ‘RLEX 948 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 948 C
BSG Code: VXLZ

Capacity of 50 tonnes

12.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
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12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VLEX 948 C’
22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 948 C’

RLEX 954

14.06.1996 Reclassified from wagon ‘RLEX 954 Q’ to ’ wagon ‘VLEX 954 U’.

RLEX 955

Details: wagon ‘RLEX 955 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 955 G/RLEX 955 C / RLLX 955 A
BSG Code: VXLZ

Capacity of 50 tonnes

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 955 G’
01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 955 A’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 955 A’
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 955 A’
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 955 A’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 955 A’

RLEX 958

08.05.1996 Reclassified from wagon ‘RLEX 958 G’ to ’ wagon ‘VLEX 958 K’.
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RLEX 962

24.06.1996 Reclassified from wagon ‘RLEX 962 G’ to ’ wagon ‘VLEX 962 K’.

RLEX 970

Details: wagon ‘RLEX 970 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 970 A
BSG Code: VXLZ

Capacity of 50 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 970 A’

RLEX 971

05.08.1996 Reclassified from wagon ‘RLEX 971 F’ to ’ wagon ‘VLEX 971 J’.

RLEX 972

14.05.1996 Reclassified from wagon ‘RLEX 972 Y’ to ’ wagon ‘VLEX 972 S’.

RLEX 973

01.07.1996 Reclassified from wagon ‘RLEX 973 A’ to ’ wagon ‘VLEX 973 E’.

RLEX 974

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 974 N’
12.03.1995 Repair ‘VEHICLE COMPLETE’.
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RLEX 979

Details: wagon ‘RLEX 979 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 979 M
BSG Code: VXLZ

Capacity of 50 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 979 M’

RLEX 981

03.06.1996 Reclassified from wagon ‘RLEX 981 N’ to ’ wagon ‘VLEX 981 R’.

RLEX 982

Details: wagon ‘RLEX 982 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 982 D
BSG Code: VXLZ

Capacity of 50 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘VLEX 982 D’

28.02.1996 Repair ‘VEHICLE COMPLETE’.

RLEX 987

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 987 C’
29.07.1995 Reclassified from wagon ‘RLEX 987 V’ to ’ wagon ‘RLLX 987 T’.

RLEX 992

03.06.1996 Reclassified from wagon ‘RLEX 992 H’ to ’ wagon ‘VLEX 992 L’.

RLEX 995

Details: wagon ‘RLEX 995 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 995 P
BSG Code: VXLZ

Capacity of 55 tonnes

30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 995 P’

RLEX 998

Details: wagon ‘RLEX 998 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 998 T.
BSG Code: VXLZ

Capacity of 50 tonnes

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 998 T’

RLEX 1005

Details: wagon ‘RLEX 1005 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLLX 1005
BSG Code: VXLZ

Capacity of 50 tonnes

09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 1005 S’
28.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 1005 S’
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 1005 S’
11.03.1997 Repair ‘VEHICLE RECLASSIFY’.
11.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 1005 S’

RLEX 1010

16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 1010 K’
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RLEX 1014

08.06.1995 Repair ‘VEHICLE RECLASSIFY’.
08.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 1014 A’
10.08.1995 Reclassified from wagon ‘RLEX 1014 T’ to ’ wagon ‘RLLX 1014 R’.

RLEX 1017

Details: wagon ‘RLEX 1017 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VLEX
BSG Code: VXLZ

Capacity of 50 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 1017 E’

RLEX 1020

Details: wagon ‘RLEX 1020 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 1020 S
BSG Code: VXLZ

Capacity of 50 tonnes
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04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 1020 S’

RLEX 1024

Details: wagon ‘RLEX 1024 E’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX
BSG Code: VXLZ

Capacity of 48 tonnes

16.12.1994 Repair ‘VEHICLE RECLASSIFY’.
16.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 1024 X’

RLEX 1027

Details: wagon ‘RLEX 1027 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 1027 M
BSG Code: VXLZ

Capacity of 50 tonnes

30.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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30.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VLEX 1027 M’

RLEX 1041

05.08.1996 Reclassified from wagon ‘RLEX 1041 Q’ to ’ wagon ‘VLEX 1041 U’.

RLEX 1042

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 1042 G’
10.08.1995 Reclassified from wagon ‘RLEX 1042 C’ to ’ wagon ‘RLLX 1042 A’.

RLEX 1050

09.07.1996 Reclassified from wagon ‘RLEX 1050 P’ to ’ wagon ‘VLEX 1050 T’.

2.680 Wagon classification starting with ‘RLL’

RLLX 815

Details: wagon ‘RLLX 815 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 815 N
BSG Code: VXLZ

Capacity of 64 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 815 N’
02.03.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 821

07.10.1996 Reclassified from wagon ‘RLLX 821 C’ to ’ wagon ‘RLEX 821 E’.
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RLLX 823

Details: wagon ‘RLLX 823 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 823 D
BSG Code: VXLZ

Capacity of 55 tonnes

17.08.1995 Repair ‘VEHICLE RECLASSIFY’.
17.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 823 D’
13.09.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 849

99.99.9999 Reclassified from wagon ‘RLLX 849 V’ to ’ wagon ‘RLEX 849 A’.

RLLX 854

Details: wagon ‘RLLX 854 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 854 N / RLEX 854 J
BSG Code: VXLZ

Capacity of 64 tonnes
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10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 854 J’
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 858

14.06.1996 Reclassified from wagon ‘RLLX 858 U’ to ’ wagon ‘VLEX 858 D’.

RLLX 862

18.06.1996 Reclassified from wagon ‘RLLX 862 U’ to ’ wagon ‘VLEX 862 D’.

RLLX 869

27.02.1997 Reclassified from wagon ‘RLLX 869 Y’ to ’ wagon ‘RLEX 869 Q’.

RLLX 872

Details: wagon ‘RLLX 872 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 872 L / RLEX 872 H
BSG Code: VXLZ

Capacity of 50 tonnes

26.08.1995 Repair ‘VEHICLE RECLASSIFY’.
26.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 872 H’
06.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 873

27.02.1997 Reclassified from wagon ‘RLLX 873 Y’ to ’ wagon ‘RLEX 873 Q’.
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RLLX 874

Details: wagon ‘RLLX 874 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX RLEX 874 G
BSG Code: VXLZ

Capacity of 50 tonnes

09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RBAX 874 Q’
05.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 879

Details: wagon ‘RLLX 879 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VLEX–RLEX 879 B
BSG Code: VXLZ

Capacity of 50 tonnes

01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 879 B’
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22.08.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.

RLLX 881

27.02.1997 Reclassified from wagon ‘RLLX 881 E’ to ’ wagon ‘RLEX 881 G’.

RLLX 887

Details: wagon ‘RLLX 887 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 887 S
BSG Code: VXLZ

Capacity of 50 tonnes

09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 887 Y’
30.12.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 896

Details: wagon ‘RLLX 896 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 896 R
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BSG Code: VXLZ

Capacity of 64 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 896 R’
23.10.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 917

Details: wagon ‘RLLX 917 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: X VLEX; EX RLEX 917 L
BSG Code: VXLZ

Capacity of 50 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 917 L’
13.09.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 921

Details: wagon ‘RLLX 921 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 921 P / RLEX 921 L
BSG Code: VXLZ

Capacity of 64 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 921 L’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RLLX 922

04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 922 U’
11.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Reclassified from wagon ‘RLLX 922 S’ to ’ wagon ‘VLEX 922 B’.

RLLX 924

Details: wagon ‘RLLX 924 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 924 T / RLEX 924 P
BSG Code: VXLZ

Capacity of 64 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 924 P’
17.01.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
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RLLX 926

22.10.1996 Reclassified from wagon ‘RLLX 926 X’ to ’ wagon ‘RLEX 926 K’.

RLLX 955

01.02.1997 Reclassified from wagon ‘RLLX 955 A’ to ’ wagon ‘RLEX 955 C’.

RLLX 959

Details: wagon ‘RLLX 959 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 50 tonnes

30.08.1995 Repair ‘VEHICLE RECLASSIFY’.
30.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 959 T’
08.09.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 967

14.06.1996 Reclassified from wagon ‘RLLX 967 D’ to ’ wagon ‘VLEX 967 J’.

RLLX 974

18.06.1996 Reclassified from wagon ‘RLLX 974 H’ to ’ wagon ‘VLEX 974 N’.

RLLX 987

Details: wagon ‘RLLX 987 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 987 C RLEX 987 V
BSG Code: VXLZ

Capacity of 73 tonnes

29.07.1995 Repair ‘VEHICLE RECLASSIFY’.
29.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 987 V’
31.10.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 989

Details: wagon ‘RLLX 989 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 989 U
BSG Code: VXLZ

Capacity of 50 tonnes

26.07.1995 Repair ‘VEHICLE RECLASSIFY’.
26.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLEX 989 U’

RLLX 1005

11.03.1997 Reclassified from wagon ‘RLLX 1005 S’ to ’ wagon ‘RLEX 1005 U’.

RLLX 1010

16.07.1996 Reclassified from wagon ‘RLLX 1010 E’ to ’ wagon ‘VLEX 1010 K’.
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RLLX 1014

Details: wagon ‘RLLX 1014 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 1014 A / RLLX 1014 R
BSG Code: VXLZ

Capacity of 64 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 1014 T’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

RLLX 1042

Details: wagon ‘RLLX 1042 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: AN
Intended Use: GENERAL
Remarks: EX VLEX 1042 G / RLEX 1042 C
BSG Code: VXLZ

Capacity of 55 tonnes

10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 1042 C’
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26.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.

2.681 Wagon classification starting with ‘RLN’

RLNX 2

18.06.1996 Reclassified from wagon ‘RLNX 2 Y’ to ’ wagon ‘VLNX 2 S’.

RLNX 3

Details: wagon ‘RLNX 3 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 3 E
BSG Code: VXLZ

Capacity of 43 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLNX 3 E’

RLNX 4

24.06.1996 Reclassified from wagon ‘RLNX 4 J’ to ’ wagon ‘VLNX 4 N’.

RLNX 5

Details: wagon ‘RLNX 5 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 5 W
BSG Code: VXLZ

Capacity of 43 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VLNX 5 W’

RLNX 6

Details: wagon ‘RLNX 6 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 6 X
BSG Code: VXLZ

Capacity of 43 tonnes

06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLNX 6 X’

RLNX 7

14.06.1996 Reclassified from wagon ‘RLNX 7 N’ to ’ wagon ‘VLNX 7 R’.

RLNX 8

24.06.1996 Reclassified from wagon ‘RLNX 8 W’ to ’ wagon ‘VLNX 8 D’.

RLNX 10

14.06.1996 Reclassified from wagon ‘RLNX 10 E’ to ’ wagon ‘VLNX 10 X’.
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RLNX 11

99.99.9999 Reclassified from wagon ‘RLNX 11 N’ to ’ wagon ‘VLNX 11 R’.

RLNX 12

01.07.1996 Reclassified from wagon ‘RLNX 12 W’ to ’ wagon ‘VLNX 12 D’.

RLNX 13

24.06.1996 Reclassified from wagon ‘RLNX 13 X’ to ’ wagon ‘VLNX 13 M’.

RLNX 17

14.06.1996 Reclassified from wagon ‘RLNX 17 V’ to ’ wagon ‘VLNX 17 C’.

RLNX 18

Details: wagon ‘RLNX 18 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX
BSG Code: VXLZ

Capacity of 43 tonnes

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLNX 18 L’

RLNX 19

14.06.1996 Reclassified from wagon ‘RLNX 19 Q’ to ’ wagon ‘VLNX 19 U’.

RLNX 20

22.07.1996 Reclassified from wagon ‘RLNX 20 M’ to ’ wagon ‘VLNX 20 Q’.
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RLNX 21

Details: wagon ‘RLNX 21 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 43 tonnes

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLNX 21 C’

RLNX 22

Details: wagon ‘RLNX 22 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 22 L
BSG Code: VXLZ

Capacity of 43 tonnes

18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLNX 22 L’

RLNX 23

09.07.1996 Reclassified from wagon ‘RLNX 23 Q’ to ’ wagon ‘VLNX 23 U’.
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RLNX 24

24.06.1996 Reclassified from wagon ‘RLNX 24 C’ to ’ wagon ‘VLNX 24 G’.

RLNX 25

14.06.1996 Reclassified from wagon ‘RLNX 25 L’ to ’ wagon ‘VLNX 25 P’.

RLNY 18564

13.06.1996 Reclassified from wagon ‘RLNY 18564 L’ to ’ wagon ‘RLPY 18564 R’.

RLNY 18574

14.06.1996 Reclassified from wagon ‘RLNY 18574 T’ to ’ wagon ‘RLPY 18574 C’.

RLNY 18598

16.07.1996 Reclassified from wagon ‘RLNY 18598 C’ to ’ wagon ‘RLPY 18598 X’.

RLNY 18610

Details: wagon ‘RLNY 18610 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18610 / NLNY 18610 H
BSG Code: NSLZ

Capacity of 47 tonnes

22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
22.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLNY 18610 H’

RLNY 18623

21.08.1996 Reclassified from wagon ‘RLNY 18623 A’ to ’ wagon ‘RLPY 18623 G’.

RLNY 18629

14.06.1996 Reclassified from wagon ‘RLNY 18629 X’ to ’ wagon ‘RLPY 18629 Y’.

14752



2.682. Wagon classification starting with ‘RLP’

RLNY 18630

08.06.1996 Reclassified from wagon ‘RLNY 18630 E’ to ’ wagon ‘RLPY 18630 K’.

RLNY 18675

14.06.1996 Reclassified from wagon ‘RLNY 18675 M’ to ’ wagon ‘RLPY 18675 S’.

RLNY 18690

18.06.1996 Reclassified from wagon ‘RLNY 18690 G’ to ’ wagon ‘RLPY 18690 M’.

RLNY 18721

11.03.1997 Reclassified from wagon ‘RLNY 18721 M’ to ’ wagon ‘RLUY 18721 K’.

RLNY 18728

05.08.1996 Reclassified from wagon ‘RLNY 18728 G’ to ’ wagon ‘RLPY 18728 M’.

RLNY 18730

08.06.1996 Reclassified from wagon ‘RLNY 18730 L’ to ’ wagon ‘RLPY 18730 R’.

RLNY 18743

13.11.1996 Reclassified from wagon ‘RLNY 18743 A’ to ’ wagon ‘RLPY 18743 G’.

2.682 Wagon classification starting with ‘RLP’

RLPY 18554

Details: wagon ‘RLPY 18554 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLPY 18554 F
BSG Code: NSBZ

Capacity of 50 tonnes
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18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18554 F’

RLPY 18564

Details: wagon ‘RLPY 18564 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RLNY18564L - STEEL FLOOR FOR PAPER TR
Wagon Width: 2616mm
Wagon Height: 2482mm
BSG Code: NSLZ

Capacity of 49 tonnes

Capacity of 49 tonnes

25.10.1994 Repair ‘VEHICLE RECLASSIFY’.
25.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18564 L’
13.06.1996 Repair ‘VEHICLE RECLASSIFY’.
13.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18564 L’

RLPY 18574

Details: wagon ‘RLPY 18574 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NLKY 18574 / NLNY 18574 P
BSG Code: NSLZ

Capacity of 47 tonnes

23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18574 T’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18574 T’

RLPY 18589

Details: wagon ‘RLPY 18589 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18589N
BSG Code: NSBZ

Capacity of 50 tonnes

03.12.1991 Repair ‘VEHICLE RECLASSIFY’.
03.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18589 F’
30.04.1996 Repair ‘VEHICLE RECLASSIFY’.
30.04.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18589 F’

RLPY 18596

Details: wagon ‘RLPY 18596 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18596R
BSG Code: NSBZ

Capacity of 50 tonnes

09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18596 J’
15.10.1996 Repair ‘VEHICLE COMPLETE’.

RLPY 18598

Details: wagon ‘RLPY 18598 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18598 / NLNY 18598 V.EX RLNY
BSG Code: NSLZ

Capacity of 47 tonnes

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18598 C’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18598 C’

RLPY 18608

Details: wagon ‘RLPY 18608 M’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18608Q /NLPY 18608X
BSG Code: NSBZ

Capacity of 50 tonnes

19.02.1996 Repair ‘VEHICLE RECLASSIFY’.
19.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18608 X’

RLPY 18623

Details: wagon ‘RLPY 18623 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18623 /NLNY 18623 T /RLNY18623 A
BSG Code: NSLZ

Capacity of 49 tonnes

23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18623 A’
21.08.1996 Repair ‘VEHICLE RECLASSIFY’.
21.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18623 A’

RLPY 18629

Details: wagon ‘RLPY 18629 Y’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18629 / NLNY 18629 E
BSG Code: NSLZ

Capacity of 49 tonnes

12.02.1996 Repair ‘VEHICLE RECLASSIFY’.
12.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18629 X’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18629 X’

RLPY 18630

Details: wagon ‘RLPY 18630 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18630/NLNY 18630 A / RLNY18630 E
BSG Code: NSLZ

Capacity of 49 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18630 E’
08.06.1996 Repair ‘VEHICLE RECLASSIFY’.
08.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18630 E’
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RLPY 18640

Details: wagon ‘RLPY 18640 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18640; EX NLNY 18640X
BSG Code: NSLZ

Capacity of 49 tonnes

05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLNY 18640 X’

RLPY 18646

Details: wagon ‘RLPY 18646 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18646H NLPY 18646 W
BSG Code: NSBZ

Capacity of 50 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18646 W’
05.08.1996 Repair ‘VEHICLE COMPLETE’.
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RLPY 18663

Details: wagon ‘RLPY 18663 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RLUY 18663 H
BSG Code: NSLZ

Capacity of 50 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18663 H’
27.12.1996 Repair ‘VEHICLE RECLASSIFY’.
27.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18663 H’

RLPY 18675

Details: wagon ‘RLPY 18675 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY18675/NLNY18675X
BSG Code: NSLZ

Capacity of 49 tonnes

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18675 M’
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14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18675 M’

RLPY 18687

Details: wagon ‘RLPY 18687 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLUY18687J; EX RLUY 18687N
BSG Code: NSLZ

Capacity of 55 tonnes

25.07.1995 Repair ‘VEHICLE RECLASSIFY’.
25.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18687 N’
28.10.1996 Repair ‘VEHICLE RECLASSIFY’.
28.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18687 N’

RLPY 18690

Details: wagon ‘RLPY 18690 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY 18690/NLNY 18690C; EX RLNY18690G
BSG Code: NSLZ
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Capacity of 49 tonnes

16.11.1995 Repair ‘VEHICLE RECLASSIFY’.
16.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18690 G’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18690 G’

RLPY 18692

Details: wagon ‘RLPY 18692 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18692L / NLPY18692D
BSG Code: NSBZ

Capacity of 50 tonnes

01.02.1996 Repair ‘VEHICLE RECLASSIFY’.
01.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18692 D’

RLPY 18696

Details: wagon ‘RLPY 18696 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18696B / NLPY18696Q
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BSG Code: NSBZ

Capacity of 50 tonnes

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18696 Q’

RLPY 18705

Details: wagon ‘RLPY 18705 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18705 J; EX RLUY 18705H
BSG Code: NSLZ

Capacity of 65 tonnes

07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18705 H’
22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18705 H’

RLPY 18724

Details: wagon ‘RLPY 18724 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: X NLKY , RLUY 18724 Y
BSG Code: NSLZ

Capacity of 65 tonnes

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18724 Y’
27.12.1996 Repair ‘VEHICLE RECLASSIFY’.
27.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18724 Y’

RLPY 18728

Details: wagon ‘RLPY 18728 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLNY 18728 C; EX RLNY 18728 G
BSG Code: NSLZ

Capacity of 49 tonnes

12.01.1996 Repair ‘VEHICLE RECLASSIFY’.
12.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18728 G’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18728 G’

RLPY 18730

Details: wagon ‘RLPY 18730 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 29tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLKY18730 / NLNY18730H / RLNY 18730 L
BSG Code: NSLZ

Capacity of 49 tonnes

08.01.1995 Repair ‘VEHICLE RECLASSIFY’.
08.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18730 L’
08.06.1996 Repair ‘VEHICLE RECLASSIFY’.
08.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18730 L’

RLPY 18737

Details: wagon ‘RLPY 18737 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: PAPER ONLY - EX NLKY 18737P / NLPY18737H
BSG Code: NSBZ

Capacity of 50 tonnes

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLPY 18737 H’
16.12.1995 Repair ‘VEHICLE COMPLETE’.

RLPY 18743

Details: wagon ‘RLPY 18743 G’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: NEWSPRINT
Remarks: EX NLNY 18743 T
BSG Code: NSLZ

Capacity of 49 tonnes

31.08.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18743 A’
13.11.1996 Repair ‘VEHICLE RECLASSIFY’.
13.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18743 A’

RLPY 18747

Details: wagon ‘RLPY 18747 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY 18747; EX RLUY 18747T
BSG Code: NSLZ

Capacity of 51 tonnes

17.11.1995 Repair ‘VEHICLE RECLASSIFY’.
17.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18747 L’
10.01.1997 Repair ‘VEHICLE RECLASSIFY’.
10.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18747 L’
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RLPY 18748

Details: wagon ‘RLPY 18748 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RLUY18748U
BSG Code: NSLZ

Capacity of 47 tonnes

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18748 U’
06.06.1996 Repair ‘VEHICLE RECLASSIFY’.
06.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLUY 18748 U’

2.683 Wagon classification starting with ‘RLU’

RLUY 18634

Details: wagon ‘RLUY 18634 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY18634L
BSG Code: NSLZ

Capacity of 50 tonnes

18.08.1995 Repair ‘VEHICLE RECLASSIFY’.
18.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18634 L’
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RLUY 18637

Details: wagon ‘RLUY 18637 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18637 X
BSG Code: NSLZ

Capacity of 47 tonnes

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18637 P’

RLUY 18638

Details: wagon ‘RLUY 18638 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18638 B
BSG Code: NSLZ

Capacity of 50 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18638 B’
25.07.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18641

14.05.1996 Reclassified from wagon ‘RLUY 18641 T’ to ’ wagon ‘NLKY 18641 X’.
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2.683. Wagon classification starting with ‘RLU’

RLUY 18642

Details: wagon ‘RLUY 18642 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18642 R—EX NLUY 18642 B
BSG Code: NSLZ

Capacity of 47 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18642 B’

RLUY 18645

Details: wagon ‘RLUY 18645 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18645 F
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18645 F’
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2. TIMS GROUP INFORMATION - WAGONS

RLUY 18647

Details: wagon ‘RLUY 18647 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY18647A
BSG Code: NSLZ

Capacity of 55 tonnes

18.11.1995 Repair ‘VEHICLE RECLASSIFY’.
18.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18647 A’
05.12.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18648

Details: wagon ‘RLUY 18648 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18648 J
BSG Code: NSLZ

Capacity of 50 tonnes

27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18648 J’
17.12.1995 Repair ‘VEHICLE COMPLETE’.
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2.683. Wagon classification starting with ‘RLU’

RLUY 18649

Details: wagon ‘RLUY 18649 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18649 S
BSG Code: NSLZ

Capacity of 55 tonnes

23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18649 S’

RLUY 18650

Details: wagon ‘RLUY 18650 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18650 H; EX NLUY 18650 Y
BSG Code: NSLZ

Capacity of 47 tonnes

21.08.1995 Repair ‘VEHICLE RECLASSIFY’.
21.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18650 Y’
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2. TIMS GROUP INFORMATION - WAGONS

RLUY 18651

Details: wagon ‘RLUY 18651 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18651 A
BSG Code: NSLZ

Capacity of 55 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18651 A’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.

RLUY 18652

Details: wagon ‘RLUY 18652 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18652C
BSG Code: NSLZ

Capacity of 51 tonnes

08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18652 J’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18653

Details: wagon ‘RLUY 18653 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18653
BSG Code: NSLZ

Capacity of 47 tonnes

19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18653 S’

RLUY 18654

Details: wagon ‘RLUY 18654 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18654 U / NLUY 18654 E
BSG Code: NSLZ

Capacity of 47 tonnes

08.06.1995 Repair ‘VEHICLE RECLASSIFY’.
08.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18654 E’
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2. TIMS GROUP INFORMATION - WAGONS

RLUY 18655

Details: wagon ‘RLUY 18655 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLUY 18655 N
BSG Code: NSLZ

Capacity of 55 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18655 N’

RLUY 18657

Details: wagon ‘RLUY 18657 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18657 X
BSG Code: NSLZ

Capacity of 50 tonnes

12.02.1996 Repair ‘VEHICLE RECLASSIFY’.
12.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18657 X’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18658

Details: wagon ‘RLUY 18658 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1978
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18658 K—EX NLUY 18658 R
BSG Code: NSLZ

Capacity of 55 tonnes

05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18658 R’

RLUY 18659

Details: wagon ‘RLUY 18659 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18659 D
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18659 D’
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2. TIMS GROUP INFORMATION - WAGONS

RLUY 18660

Details: wagon ‘RLUY 18660 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18660 W
BSG Code: NSLZ

Capacity of 55 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18660 W’

RLUY 18661

Details: wagon ‘RLUY 18661 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18661 X
BSG Code: NSLZ

Capacity of 50 tonnes

15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18661 X’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18662

Details: wagon ‘RLUY 18662 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 55 tonnes

04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18662 R’

RLUY 18663

27.12.1996 Reclassified from wagon ‘RLUY 18663 H’ to ’ wagon ‘RLPY 18663 P’.

RLUY 18664

Details: wagon ‘RLUY 18664 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18664 F / NLUY 18664 M
BSG Code: NSLZ

Capacity of 55 tonnes

23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18664 M’
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2. TIMS GROUP INFORMATION - WAGONS

RLUY 18665

Details: wagon ‘RLUY 18665 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18665 V
BSG Code: NSLZ

Capacity of 55 tonnes

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18665 V’

RLUY 18666

Details: wagon ‘RLUY 18666 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18666 H
BSG Code: NSLZ

Capacity of 55 tonnes

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18666 H’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18667

Details: wagon ‘RLUY 18667 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 23/02/93 / NLUY 18667 Q
BSG Code: NSLZ

Capacity of 55 tonnes

15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18667 Q’
31.08.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18668

Details: wagon ‘RLUY 18668 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: A/C EX NLUY 18668
BSG Code: NSLZ

Capacity of 55 tonnes

20.03.1993 Repair ‘VEHICLE RECLASSIFY’.
20.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18668 C’
17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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2. TIMS GROUP INFORMATION - WAGONS

17.03.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘NLUY 18668 C’

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18668 C’
21.02.1996 Repair ‘VEHICLE RECLASSIFY’.
21.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18668 C’

RLUY 18669

Details: wagon ‘RLUY 18669 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 47 tonnes

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18669 L’

RLUY 18670

Details: wagon ‘RLUY 18670 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes
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2.683. Wagon classification starting with ‘RLU’

17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18670 H’

RLUY 18671

Details: wagon ‘RLUY 18671 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18671 J NLUY18671Q
BSG Code: NSLZ

Capacity of 49 tonnes

12.08.1995 Repair ‘VEHICLE RECLASSIFY’.
12.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18671 Q’
29.08.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18672

Details: wagon ‘RLUY 18672 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18672 S
BSG Code: NSLZ

Capacity of 55 tonnes

14781



2. TIMS GROUP INFORMATION - WAGONS

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18672 C’

RLUY 18673

Details: wagon ‘RLUY 18673 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLUY18673L
BSG Code: NSLZ

Capacity of 55 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18673 L’
30.09.1994 Repair ‘VEHICLE COMPLETE’.

RLUY 18674

Details: wagon ‘RLUY 18674 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18674 U
BSG Code: NSLZ

Capacity of 55 tonnes
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2.683. Wagon classification starting with ‘RLU’

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18674 U’
14.11.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18676

Details: wagon ‘RLUY 18676 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18676 X / NLUY 18676 P
BSG Code: NSLZ

Capacity of 47 tonnes

11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18676 P’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18677

Details: wagon ‘RLUY 18677 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18677 B
BSG Code: NSLZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18677 B’

RLUY 18678

Details: wagon ‘RLUY 18678 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EC NLUY 18678 K
BSG Code: NSLZ

Capacity of 50 tonnes

24.03.1995 Repair ‘VEHICLE RECLASSIFY’.
24.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18678 K’

RLUY 18679

Details: wagon ‘RLUY 18679 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18679 T
BSG Code: NSLZ

Capacity of 55 tonnes
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2.683. Wagon classification starting with ‘RLU’

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18679 T’

RLUY 18680

Details: wagon ‘RLUY 18680 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18680 X
BSG Code: NSLZ

Capacity of 55 tonnes

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18680 P’
22.11.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18682

Details: wagon ‘RLUY 18682 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18682 D—EX NLUY 18682 K
BSG Code: NSLZ

Capacity of 47 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18682 K’
28.06.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18683

Details: wagon ‘RLUY 18683 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLUY 18683 T
BSG Code: NSLZ

Capacity of 50 tonnes

15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18683 T’

RLUY 18685

Details: wagon ‘RLUY 18685 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18685 H——EX NLUY 18685 Y
BSG Code: NSLZ

Capacity of 47 tonnes
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2.683. Wagon classification starting with ‘RLU’

06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18685 Y’

RLUY 18686

Details: wagon ‘RLUY 18686 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18686 Q-EX NLUY 18686 A
BSG Code: NSLZ

Capacity of 55 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18686 A’

RLUY 18687

28.10.1996 Reclassified from wagon ‘RLUY 18687 N’ to ’ wagon ‘RLPY 18687 V’.

RLUY 18688

Details: wagon ‘RLUY 18688 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY18688L/NLUY18688S
BSG Code: NSLZ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 47 tonnes

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLUY 18688 S’
21.06.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18691

Details: wagon ‘RLUY 18691 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18691 P
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18691 P’

RLUY 18695

Details: wagon ‘RLUY 18695 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18695 P / NLWY 18695 F
BSG Code: NSLZ
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2.683. Wagon classification starting with ‘RLU’

Capacity of 60 tonnes

23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18695 F’

RLUY 18697

Details: wagon ‘RLUY 18697 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18697K / NLWY 18697 A
BSG Code: NSLZ

Capacity of 50 tonnes

17.08.1995 Repair ‘VEHICLE RECLASSIFY’.
17.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18697 A’

RLUY 18698

Details: wagon ‘RLUY 18698 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18698 J
BSG Code: NSLZ

Capacity of 55 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

30.11.1995 Repair ‘VEHICLE RECLASSIFY’.
30.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18698 J’

RLUY 18699

Details: wagon ‘RLUY 18699 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18699 S
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18699 S’

RLUY 18700

Details: wagon ‘RLUY 18700 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY / NLWY 18700 K
BSG Code: NSLZ

Capacity of 65 tonnes

17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18700 K’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18701

Details: wagon ‘RLUY 18701 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18701 T
BSG Code: NSLZ

Capacity of 65 tonnes

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18701 T’
28.07.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18702

Details: wagon ‘RLUY 18702 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18702 F
BSG Code: NSLZ

Capacity of 55 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18702 F’
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2. TIMS GROUP INFORMATION - WAGONS

RLUY 18703

Details: wagon ‘RLUY 18703 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18703 Y
BSG Code: NSLZ

Capacity of 65 tonnes

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18703 Y’
13.07.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18704

Details: wagon ‘RLUY 18704 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY / NLWY 18704 A
BSG Code: NSLZ

Capacity of 65 tonnes

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18704 A’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18705

22.10.1996 Reclassified from wagon ‘RLUY 18705 H’ to ’ wagon ‘RLPY 18705 P’.

RLUY 18706

Details: wagon ‘RLUY 18706 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18706 S
BSG Code: NSLZ

Capacity of 65 tonnes

06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18706 S’

RLUY 18707

Details: wagon ‘RLUY 18707 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18707 E
BSG Code: NSLZ

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18707 E’

14793



2. TIMS GROUP INFORMATION - WAGONS

RLUY 18708

Details: wagon ‘RLUY 18708 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY NLWY18708N
BSG Code: NSLZ

Capacity of 65 tonnes

16.09.1995 Repair ‘VEHICLE RECLASSIFY’.
16.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18708 N’
14.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RLUY 18709

Details: wagon ‘RLUY 18709 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18709 W
BSG Code: NSLZ

Capacity of 55 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18709 W’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18710

Details: wagon ‘RLUY 18710 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLUY18710S
BSG Code: NSLZ

Capacity of 65 tonnes

22.06.1995 Repair ‘VEHICLE RECLASSIFY’.
22.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18710 S’

RLUY 18711

Details: wagon ‘RLUY 18711 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18711 E
BSG Code: NSLZ

Capacity of 65 tonnes

22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18711 E’
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RLUY 18712

Details: wagon ‘RLUY 18712 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY / NLWY 18712 N
BSG Code: NSLZ

Capacity of 65 tonnes

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18712 N’

RLUY 18713

Details: wagon ‘RLUY 18713 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18713 W
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18713 W’
17.12.1995 Repair ‘VEHICLE COMPLETE’.
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2.683. Wagon classification starting with ‘RLU’

RLUY 18714

Details: wagon ‘RLUY 18714 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLWY18714X
BSG Code: NSLZ

Capacity of 65 tonnes

16.06.1995 Repair ‘VEHICLE RECLASSIFY’.
16.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18714 X’

RLUY 18715

Details: wagon ‘RLUY 18715 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18715 R
BSG Code: NSLZ

Capacity of 65 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18715 R’
06.07.1995 Repair ‘VEHICLE COMPLETE’.
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RLUY 18716

Details: wagon ‘RLUY 18716 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLWY18716D
BSG Code: NSLZ

Capacity of 65 tonnes

19.05.1995 Repair ‘VEHICLE RECLASSIFY’.
19.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18716 D’

RLUY 18717

Details: wagon ‘RLUY 18717 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18717 M
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18717 M’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18718

Details: wagon ‘RLUY 18718 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18718 V
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18718 V’

RLUY 18720

Details: wagon ‘RLUY 18720 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18720 D
BSG Code: NSLZ

Capacity of 55 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18720 D’
27.05.1995 Repair ‘VEHICLE COMPLETE’.

14799
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RLUY 18721

Details: wagon ‘RLUY 18721 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18721 W;NLNY 18721 X;EX RLNY
Wagon Width: 2616mm
Wagon Height: 2482mm
BSG Code: NSLZ

Capacity of 49 tonnes

17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘WHEEL SET’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RLNY 18721 M’
01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18721 M’
11.03.1997 Repair ‘VEHICLE RECLASSIFY’.
11.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNY 18721 M’

RLUY 18722

Details: wagon ‘RLUY 18722 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY / NLWY 18722 V
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2.683. Wagon classification starting with ‘RLU’

BSG Code: NSLZ

Capacity of 65 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18722 V’

RLUY 18723

Details: wagon ‘RLUY 18723 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18723 H
BSG Code: NSLZ

Capacity of 65 tonnes

22.05.1995 Repair ‘VEHICLE RECLASSIFY’.
22.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18723 H’

RLUY 18724

27.12.1996 Reclassified from wagon ‘RLUY 18724 Y’ to ’ wagon ‘RLPY 18724 W’.

RLUY 18725

Details: wagon ‘RLUY 18725 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: X NLKY
BSG Code: NSLZ

Capacity of 65 tonnes

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18725 C’

RLUY 18726

Details: wagon ‘RLUY 18726 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18726 L
BSG Code: NSLZ

Capacity of 65 tonnes

28.02.1995 Repair ‘VEHICLE RECLASSIFY’.
28.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18726 L’

RLUY 18727

Details: wagon ‘RLUY 18727 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18727 U
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2.683. Wagon classification starting with ‘RLU’

BSG Code: NSLZ

Capacity of 65 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18727 U’

RLUY 18729

Details: wagon ‘RLUY 18729 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18729 P
BSG Code: NSLZ

Capacity of 65 tonnes

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18729 P’

RLUY 18731

Details: wagon ‘RLUY 18731 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLWY18731U
BSG Code: NSLZ
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Capacity of 51 tonnes

18.04.1995 Repair ‘VEHICLE RECLASSIFY’.
18.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18731 U’
23.11.1995 Repair ‘VEHICLE COMPLETE’.

RLUY 18732

Details: wagon ‘RLUY 18732 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLWY18732G
BSG Code: NSLZ

Capacity of 65 tonnes

18.05.1995 Repair ‘VEHICLE RECLASSIFY’.
18.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18732 G’

RLUY 18734

Details: wagon ‘RLUY 18734 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18734 B
BSG Code: NSLZ

14804



2.683. Wagon classification starting with ‘RLU’

Capacity of 50 tonnes

17.08.1995 Repair ‘VEHICLE RECLASSIFY’.
17.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18734 B’

RLUY 18735

Details: wagon ‘RLUY 18735 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY/NLWY18735K
BSG Code: NSLZ

Capacity of 50 tonnes

25.07.1995 Repair ‘VEHICLE RECLASSIFY’.
25.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18735 K’

RLUY 18736

Details: wagon ‘RLUY 18736 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLKY 18736 G / NLWY 18736 T
BSG Code: NSLZ

Capacity of 60 tonnes
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08.06.1995 Repair ‘VEHICLE RECLASSIFY’.
08.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18736 T’

RLUY 18738

Details: wagon ‘RLUY 18738 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY; EX NLWY
BSG Code: NSLZ

Capacity of 50 tonnes

26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18738 Y’

RLUY 18740

Details: wagon ‘RLUY 18740 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18740 T
BSG Code: NSLZ

Capacity of 55 tonnes

16.04.1995 Repair ‘VEHICLE RECLASSIFY’.
16.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18740 T’
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2.683. Wagon classification starting with ‘RLU’

RLUY 18741

Details: wagon ‘RLUY 18741 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18741 F
BSG Code: NSLZ

Capacity of 55 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18741 F’

RLUY 18742

Details: wagon ‘RLUY 18742 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18742 Y
BSG Code: NSLZ

Capacity of 55 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18742 Y’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
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RLUY 18744

Details: wagon ‘RLUY 18744 H’ in AN ‘Mainland Division’.

Owner: SRA
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NLKY
BSG Code: NSLZ

Capacity of 50 tonnes

17.11.1995 Repair ‘VEHICLE RECLASSIFY’.
17.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18744 J’

RLUY 18745

Details: wagon ‘RLUY 18745 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18745 S
BSG Code: NSLZ

Capacity of 55 tonnes

16.08.1994 Repair ‘VEHICLE RECLASSIFY’.
16.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18745 S’
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RLUY 18746

Details: wagon ‘RLUY 18746 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLWY 18746 E
BSG Code: NSLZ

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18746 E’

RLUY 18747

10.01.1997 Reclassified from wagon ‘RLUY 18747 L’ to ’ wagon ‘RLPY 18747 T’.

RLUY 18748

06.06.1996 Reclassified from wagon ‘RLUY 18748 U’ to ’ wagon ‘RLPY 18748 F’.

RLUY 18749

Details: wagon ‘RLUY 18749 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.3m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSLZ

Capacity of 50 tonnes
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15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NLWY 18749 X’

2.684 Wagon classification starting with ‘RMA’

RMAX 1974

Details: wagon ‘RMAX 1974 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 12.12.1968
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

08.02.1991 Repair ‘END HOSE’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 1974 E’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1991 Repair ‘TOP CENTRE PLATE’.
09.04.1991 Repair ‘TRAIN PIPE (END)’.
09.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMNX 1974 E’
15.04.1991 Repair ‘STEP’.
15.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 1974 E’
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 1974 E’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 1974 E’
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2.684. Wagon classification starting with ‘RMA’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO
‘RMAX‘. (NRC015)’. New class: ‘RMAX’.

27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 1974 E’
10.06.1994 Repair ‘VEHICLE COMPLETE’.

RMAX 2084

Details: wagon ‘RMAX 2084 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14250
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 31.03.1970
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘END BRAKE COCK’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘HANDRAILS’.
08.11.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2084 B’
01.03.1990 Repair ‘STEP’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2084 B’
11.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2084 B’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
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25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘END BRAKE COCK’.
25.07.1990 Repair ‘TOP CENTRE PLATE’.
25.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Repair ‘WEAR PLATES & SADDLES’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2084 B’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2084 B’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2084 B’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2084 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2084 B’

RMAX 2086

Details: wagon ‘RMAX 2086 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10800
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 27.04.1970
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM
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Capacity of 12.2 tonnes

Capacity of 8 cars

27.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2086 T’
29.06.1991 Repair ‘END HOSE’.
29.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 2086 T’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2086 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2086 T’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2086 T’

RMAX 2087

Details: wagon ‘RMAX 2087 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10800
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 28.04.1970
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘DOOR SLIDE RAIL’.
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21.11.1989 Repair ‘END BRAKE COCK’.
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2087 F’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Stirling North’ with a previous code of wagon

‘AMNX 2087 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2087 F’
05.04.1995 Repair ‘VEHICLE COMPLETE’.

RMAX 2089

Details: wagon ‘RMAX 2089 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 28.05.1970
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNF;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

14.01.1988 Alteration complete ‘RECLASSIFY AMNY TO AMNF - REFER RS4231
(RS3024)’. New class: ‘AMNF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘HANDRAILS’.
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12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNF 2089 U’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘HANDRAILS’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNF 2089 U’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.02.1990 Repair ‘SIDE STEP’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNF 2089 U’
07.01.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNF 2089 U’
19.05.1993 Repair ‘STEP’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNF 2089 U’
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMNF 2089 U’
23.09.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNF 2089 U’
23.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNF 2089 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNF 2089 U’

RMAX 2414

Details: wagon ‘RMAX 2414 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
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Date Built: 01.07.1971
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

18.10.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.10.1989 Repair ‘HANDRAILS’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2414 T’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2414 T’
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2414 T’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Stirling North’ with a previous code of wagon

‘AMNX 2414 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2414 T’
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2414 T’

RMAX 2416

Details: wagon ‘RMAX 2416 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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2.684. Wagon classification starting with ‘RMA’

Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 01.07.1971
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Stirling North’ with a previous code of wagon

‘AMNX 2416 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2416 Y’

RMAX 2417

Details: wagon ‘RMAX 2417 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 02.08.1971
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

29.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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29.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AMNX 2417 A’

03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2417 A’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 2417 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2417 A’

RMAX 2418

Details: wagon ‘RMAX 2418 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 01.07.1971
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMNX 2418 J’
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31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘END BRAKE COCK’.
31.01.1990 Repair ‘END HOSE’.
31.01.1990 Repair ‘TRAIN PIPE (END)’.
31.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMNX 2418 J’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1990 Repair ‘BRAKE LEVER’.
11.04.1990 Repair ‘BRAKE PULL ROD’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2418 J’
16.04.1990 Repair ‘HANDRAILS END’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 2418 J’
03.01.1991 Repair ‘BOGIE BEARINGS’.
03.01.1991 Repair ‘BOGIE BEARINGS’.
03.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMNX 2418 J’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon ‘AMNX 2418 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMNX 2418 J’

RMAX 2419

Details: wagon ‘RMAX 2419 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 02.08.1971
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM
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Capacity of 12.2 tonnes

Capacity of 8 cars

26.01.1990 Repair ‘END HOSE’.
26.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2419 S’
19.03.1990 Repair ‘END HOSE’.
19.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2419 S’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2419 S’
24.09.1993 Repair ‘VEHICLE COMPLETE’.
24.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2419 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 2419 S’

RMAX 2574

Details: wagon ‘RMAX 2574 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 06.11.1973
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
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30.08.1989 Repair ‘VEHICLE COMPLETE’.
30.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2574 F’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BRAKE BLOCK RB101’.
28.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.12.1989 Repair ‘BRAKE LEVER’.
28.12.1989 Repair ‘BRAKE PULL ROD’.
28.12.1989 Repair ‘BRANCH PIPE’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Repair ‘SIDE BEARER’.
28.12.1989 Repair ‘SIDE BEARER’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2574 F’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 2574 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2574 F’

RMAX 2575

Details: wagon ‘RMAX 2575 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 11.07.1972
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars
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26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Repair ‘HANDRAILS END’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘STEP’.
26.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 2575 Y’
19.08.1989 Repair ‘CARD OR CLIP HOLDER’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2575 Y’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 2575 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2575 Y’

RMAX 2577

Details: wagon ‘RMAX 2577 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 30.08.1972
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMNX 2577 J’
12.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMNX 2577 J’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon ‘AMNX 2577 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMNX 2577 J’

RMAX 2579

Details: wagon ‘RMAX 2579 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16240
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 12.11.1974
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

23.09.1989 Repair ‘CARD OR CLIP HOLDER’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 2579 E’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
15.11.1989 Repair ‘WEAR PLATES & SADDLES’.
15.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AMNX 2579 E’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 2579 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
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30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 2579 E’

RMAX 3154

Details: wagon ‘RMAX 3154 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 13.08.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

21.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMNX 3154 N’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 3154 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3154 N’

RMAX 3157

Details: wagon ‘RMAX 3157 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
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Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 15.09.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘GRADE CONTROL VALVE’.
07.11.1989 Repair ‘HANDRAILS’.
07.11.1989 Repair ‘STEP’.
07.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3157 R’
24.10.1990 Repair ‘END HOSE’.
24.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3157 R’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Stirling North’ with a previous code of wagon

‘AMNX 3157 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BRAKE BLOCK RB95’.
09.04.1994 Repair ‘STEP’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3157 R’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3157 R’

RMAX 3160

Details: wagon ‘RMAX 3160 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 12.10.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3160 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3160 X’

RMAX 3161

Details: wagon ‘RMAX 3161 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 15.10.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars
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28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘END HOSE’.
28.12.1989 Repair ‘TOP CENTRE PLATE’.
28.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AMNX 3161 R’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘END SILL’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘HANDRAILS’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3161 R’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘GRADE CONTROL VALVE’.
13.12.1991 Repair ‘HANDRAILS’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3161 R’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 3161 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3161 R’

RMAX 3163

Details: wagon ‘RMAX 3163 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 11.04.1980
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX
BSG Code: FXMM

Capacity of 12.2 tonnes
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Capacity of 8 cars

31.07.1989 Repair ‘STEP’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AMNX 3163 M’
21.12.1989 Repair ‘STEP’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3163 M’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Karoonda’ with a previous code of wagon

‘AMNX 3163 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3163 M’

RMAX 3165

Details: wagon ‘RMAX 3165 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 04.11.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1989 Repair ‘GRADE CONTROL VALVE’.
26.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3165 H’
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09.09.1991 Repair ‘SIDE STEP’.
09.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3165 H’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘END BRAKE COCK’.
24.04.1992 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1992 Repair ‘SIDE STEP’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3165 H’
22.01.1993 Repair ‘HANDRAILS’.
22.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3165 H’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3165 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3165 H’

RMAX 3167

Details: wagon ‘RMAX 3167 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 211
Date Built: 18.11.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMNX;STORED 05.09.94
BSG Code: FXMM

Capacity of 12.2 tonnes

Capacity of 8 cars

18.12.1989 Repair ‘END COMPLETE’.
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18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AMNX 3167 C’

26.05.1990 Repair ‘END HOSE’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMNX 3167 C’
01.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3167 C’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMNX 3167 C’
23.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AMNX 3167 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMNF’ & ‘AMNX’ CAR CARRIERS TO

‘RMAX‘. (NRC015)’. New class: ‘RMAX’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMNX 3167 C’
17.07.1994 Repair ‘VEHICLE COMPLETE’.

2.685 Wagon classification starting with ‘RMB’

RMBY 1

Details: wagon ‘RMBY 1 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VBMM

Capacity of 8 cars

06.04.1990 Repair ‘VEHICLE RECLASSIFY’.
06.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 1 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 1 C’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
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31.05.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 3

Details: wagon ‘RMBY 3 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX;STORED 05.09.94
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 3 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 3 U’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 5

Details: wagon ‘RMBY 5 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 5 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 5 P’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.

RMBY 6

Details: wagon ‘RMBY 6 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 6 U
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 6 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 6 B’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 7

Details: wagon ‘RMBY 7 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 7 K’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 7 K’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 8

Details: wagon ‘RMBY 8 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne

14833



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX;STORED 05.09.94
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 8 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 8 T’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.

RMBY 10

Details: wagon ‘RMBY 10 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 10 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 10 B’
15.05.1994 Repair ‘VEHICLE COMPLETE’.
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28.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.

RMBY 12

Details: wagon ‘RMBY 12 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 12 P
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 12 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 12 T’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 13

Details: wagon ‘RMBY 13 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
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Remarks: EX VMBX;STORED 05.09.94
BSG Code: VSMM

Capacity of 15 tonnes

Capacity of 8 cars

04.12.1989 Repair ‘VEHICLE RECLASSIFY’.
04.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 13 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 13 F’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.

RMBY 14

Details: wagon ‘RMBY 14 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 14 K
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 14 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 14 Y’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
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RMBY 15

Details: wagon ‘RMBY 15 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 15 T
BSG Code: VXMM

Capacity of 8 cars

11.12.1989 Repair ‘VEHICLE RECLASSIFY’.
11.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 15 A’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘TOP CENTRE PLATE’.
27.02.1990 Repair ‘TRAIN PIPE (END)’.
27.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘VMBY 15 A’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VMBY 15 A’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘GRADE CONTROL VALVE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VMBY 15 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 15 A’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
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RMBY 18

Details: wagon ‘RMBY 18 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 18 A
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 18 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 18 E’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 20

Details: wagon ‘RMBY 20 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 20 F
BSG Code: VSMM

Capacity of 15 tonnes

Capacity of 8 cars

04.12.1989 Repair ‘VEHICLE RECLASSIFY’.
04.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 20 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 20 J’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 23

Details: wagon ‘RMBY 23 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 23 J
BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 23 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
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18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 23 N’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 25

Details: wagon ‘RMBY 25 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 25 E
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 25 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 25 X’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 27

Details: wagon ‘RMBY 27 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 27 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 27 D’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 28

Details: wagon ‘RMBY 28 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 28 X
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 28 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 28 M’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 29

Details: wagon ‘RMBY 29 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 29 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 29 V’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 30

Details: wagon ‘RMBY 30 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 30 N
BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 30 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 30 R’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 31

Details: wagon ‘RMBY 31 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 31 W
BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 31 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 31 D’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
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RMBY 32

Details: wagon ‘RMBY 32 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 32 X
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 32 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 32 M’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
25.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 34

Details: wagon ‘RMBY 34 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
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BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 34 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 34 H’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 36

Details: wagon ‘RMBY 36 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 36 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 36 C’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
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RMBY 37

Details: wagon ‘RMBY 37 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VSMM

Capacity of 15 tonnes

Capacity of 8 cars

04.12.1989 Repair ‘VEHICLE RECLASSIFY’.
04.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 37 L’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘AXLEBOX’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VMBY 37 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 37 L’
15.05.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.

RMBY 38

Details: wagon ‘RMBY 38 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 38 Q
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 38 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 38 U’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 39

Details: wagon ‘RMBY 39 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX;STORED 05.09.94
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 39 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 39 G’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
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RMBY 40

Details: wagon ‘RMBY 40 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX
BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 40 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 40 C’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.

RMBY 42

Details: wagon ‘RMBY 42 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 42 Q
BSG Code: VXMZ

Capacity of 10 cars

05.04.1994 Repair ‘VEHICLE RECLASSIFY’.
05.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 42 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘VMBY’ CAR CARRIERS TO ‘RMBY‘.

(NRC063)’. New class: ‘RMBY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VMBY 42 U’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.

RMBY 54

Details: wagon ‘RMBY 54 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX54T/VMBY54A
BSG Code: VXMM

Capacity of 15 tonnes

Capacity of 8 cars

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 54 A’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
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2.686 Wagon classification starting with ‘RMD’

RMDY 3138

Details: wagon ‘RMDY 3138 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 12.02.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UT UZ CM CN CC
Return to Service Date: 16.05.1996
Last Brake Cylinder: 08.05.1990
Last Lift: 29.07.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.07.1989 Repair ‘HANDRAILS’.
21.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3138 H’
24.09.1989 Repair ‘BRAKE BLOCK RB95’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3138 H’
10.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AMDY 3138 H’

26.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3138 H’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘END HOSE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3138 H’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘HANDRAILS’.
20.08.1990 Repair ‘WEAR PLATES & SADDLES’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3138 H’
01.11.1990 Repair ‘BOGIE BEARERS’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘SIDE BEARER’.
01.11.1990 Repair ‘VEHICLE RECLASSIFY’.
01.11.1990 Repair ‘VEHICLE STENCILS’.
01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3138 H’
21.12.1990 Alteration ‘COVER SIDES OF ONE ‘AMDY’ TRIPLE DECK CAR CARRIER

USING G2030 ‘LYSAGHT EXPANDED METAL. (RS4562)’.
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

16.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3138 H’
08.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3138 H’
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3138 H’
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29.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3138 H’
30.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3138 H’
20.11.1993 Repair ‘COUPLER KNUCKLE’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3138 H’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1993 Repair ‘BRAKE LEVER’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘HAND RELEASE (AIR)’.
22.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1993 Repair ‘WHEEL SET’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3138 H’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3138 H’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3138 H’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3138 H’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3138 H’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3139

Details: wagon ‘RMDY 3139 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 12.03.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDF
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 05.08.1996
Due Triple Valve: 14.05.1991
Last Triple Valve: 21.02.1992
Last Brake Cylinder: 14.05.1990
Last Single Car Test: 26.07.1988
Last Lift: 05.01.1983

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.12.1989 Repair ‘HANDRAILS’.
07.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3139 Q’
10.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3139 Q’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.05.1990 Repair ‘HANDBRAKE HANDLE’.
14.05.1990 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1990 Repair ‘VEHICLE COMPLETE’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
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STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘END BRAKE COCK’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BEARERS’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE RECLASSIFY’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
04.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.05.1991 Repair ‘HANDRAILS’.
04.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3139 Q’
23.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3139 Q’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Repair ‘BRANCH PIPE’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘WHEEL SET’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘HANDRAILS’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘END HOSE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3139 Q’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Repair ‘WHEEL SET’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘BRAKE LEVER’.
04.11.1993 Repair ‘COUPLER KNUCKLE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3139 Q’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3139 Q’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3139 Q’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3139 Q’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
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RMDY 3140

Details: wagon ‘RMDY 3140 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 06.04.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 23.09.1996
Last Brake Cylinder: 20.12.1989
Last Single Car Test: 03.03.1989
Last Lift: 01.08.1987

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Repair ‘BRAKE LEVER’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
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20.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AMDY 3140 M’
16.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3140 M’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE COMPLETE’.
08.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AMDY 3140 M’
11.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3140 M’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BEARERS’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘VEHICLE RECLASSIFY’.
23.05.1991 Repair ‘VEHICLE STENCILS’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AMDY 3140 M’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AMDY 3140 M’
02.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3140 M’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3140 M’
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AMDY 3140 M’
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25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1993 Repair ‘BOGIE COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AMDY 3140 M’
31.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3140 M’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3140 M’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3141

Details: wagon ‘RMDY 3141 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 15.04.1976
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Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 24.09.1996
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 02.12.1993
Last Single Car Test: 13.09.1990
Last Lift: 29.09.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Repair ‘BRAKE BLOCK OTHER’.
06.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1990 Repair ‘COUPLER KNUCKLE’.
06.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1990 Repair ‘GRADE CONTROL VALVE’.
06.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

09.07.1990 Repair ‘WHEEL SET’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3141 V’
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21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRAKE PULL ROD’.
12.09.1990 Repair ‘DOOR COMPLETE’.
12.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3141 V’
31.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3141 V’
08.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3141 V’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BEARERS’.
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE RECLASSIFY’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

26.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3141 V’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘WHEEL SET’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BEARERS’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘BRAKE PULL ROD’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
03.11.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3141 V’
04.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3141 V’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
26.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3141 V’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1993 Repair ‘HANDRAILS’.
02.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3141 V’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3141 V’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3142

Details: wagon ‘RMDY 3142 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 04.05.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 09.10.1996
Due Triple Valve: 29.01.1992
Last Brake Cylinder: 08.02.1991
Last Lift: 23.10.1986

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT
SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3142 H’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE BEARERS’.
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08.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1991 Repair ‘BOGIE SPRING’.
08.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Repair ‘VEHICLE RECLASSIFY’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3142 H’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3142 H’
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3142 H’
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3142 H’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.12.1992 Repair ‘BRANCH PIPE’.
23.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1992 Repair ‘VEHICLE COMPLETE’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3142 H’
07.06.1993 Repair ‘HANDBRAKE HANDLE’.
07.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3142 H’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘COUPLER KNUCKLE’.
01.07.1993 Repair ‘HANDRAILS’.
01.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3142 H’
05.07.1993 Repair ‘END BRAKE COCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3142 H’
29.08.1993 Repair ‘HANDBRAKE HANDLE’.
29.08.1993 Repair ‘SIDE STEP’.
29.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3142 H’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘END HOSE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘HANDBRAKE HANDLE’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3142 H’
24.11.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3142 H’
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27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3142 H’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3142 H’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3142 H’
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AMDY 3142 H’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3143

Details: wagon ‘RMDY 3143 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 12.05.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM
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Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 30.07.1996
Last Brake Cylinder: 18.06.1991
Last Single Car Test: 18.11.1993
Last Lift: 28.05.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Repair ‘BOGIE SPRING’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE SPRING’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Repair ‘VEHICLE COMPLETE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BOGIE BEARERS’.
22.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.03.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.03.1990 Repair ‘HANDRAILS’.
22.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
23.04.1990 Repair ‘VEHICLE COMPLETE’.
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23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3143 Q’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Repair ‘BRANCH PIPE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
05.10.1990 Repair ‘VEHICLE RECLASSIFY’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3143 Q’
09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3143 Q’
21.12.1990 Alteration ‘COVER SIDES OF ONE ‘AMDY’ TRIPLE DECK CAR CARRIER

USING G2030 ‘LYSAGHT EXPANDED METAL. (RS4562)’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3143 Q’
06.04.1991 Repair ‘END HOSE’.
06.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3143 Q’
05.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3143 Q’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘ISOLATING COCK’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
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12.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘HANDRAILS’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.10.1992 Repair ‘END BRAKE COCK’.
17.10.1992 Repair ‘TRAIN PIPE (END)’.
17.10.1992 Repair ‘VEHICLE COMPLETE’.
17.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
12.04.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3143 Q’
06.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3143 Q’
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3143 Q’
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘SIDE MEMBER’.
17.07.1993 Repair ‘WHEEL SET’.
17.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3143 Q’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3143 Q’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE RECLASSIFY’.
13.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3143 Q’
10.08.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
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30.07.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3144

Details: wagon ‘RMDY 3144 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 20.05.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UT UZ CM CN CC
Return to Service Date: 27.09.1996
Due Triple Valve: 25.06.1997
Last Brake Cylinder: 01.03.1993
Last Single Car Test: 05.06.1989
Last Lift: 25.06.1987

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3144 C’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1989 Repair ‘BOGIE COMPLETE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3144 C’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘HANDRAILS’.
05.07.1990 Repair ‘WHEEL SET’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3144 C’
25.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3144 C’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘WHEEL SET’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3144 C’
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMDY 3144 C’
05.02.1993 Repair ‘COUPLER COMPLETE’.
05.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3144 C’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BEARERS’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘COUPLER COMPLETE’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘EMPTY LOAD VALVE’.
01.03.1993 Repair ‘GRADE CONTROL VALVE’.
01.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1993 Repair ‘SIDE BEARER’.
01.03.1993 Repair ‘VEHICLE RECLASSIFY’.
01.03.1993 Repair ‘VEHICLE RETARE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3144 C’
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17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BRAKE BLOCK RB95’.
17.07.1993 Repair ‘BRAKE PIN’.
17.07.1993 Repair ‘FLOOR SHEETING’.
17.07.1993 Repair ‘VEHICLE COMPLETE’.
17.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3144 C’
24.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3144 C’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.09.1993 Repair ‘BRAKE BLOCK RB95’.
13.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3144 C’
24.12.1993 Repair ‘SIDE STEP’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3144 C’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3144 C’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3145

Details: wagon ‘RMDY 3145 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 11.06.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UT UZ CM CN CC
Return to Service Date: 03.01.1997
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 25.07.1991
Last Lift: 26.03.1981

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BOGIE COMPLETE’.
06.09.1989 Repair ‘BRAKE LEVER’.
06.09.1989 Repair ‘END BRAKE COCK’.
06.09.1989 Repair ‘TRAIN PIPE (END)’.
06.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3145 L’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BEARINGS’.
02.10.1989 Repair ‘COUPLER COMPLETE’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1989 Repair ‘WHEEL SET’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Repair ‘COUPLER COMPLETE’.
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30.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AMDY 3145 L’

27.12.1989 Repair ‘COUPLER KNUCKLE’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMDY 3145 L’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.10.1990 Repair ‘ISOLATING COCK’.
01.10.1990 Repair ‘TRAIN PIPE (END)’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3145 L’
21.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMDY 3145 L’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BEARERS’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1991 Repair ‘VEHICLE RECLASSIFY’.
23.05.1991 Repair ‘VEHICLE STENCILS’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘COUPLER COMPLETE’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3145 L’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

24.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1991 Repair ‘VEHICLE COMPLETE’.
24.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
24.04.1992 Repair ‘BRAKE BLOCK RB95’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3145 L’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
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24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘TRAIN PIPE (END)’.
30.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3145 L’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMDY 3145 L’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.

RMDY 3146

Details: wagon ‘RMDY 3146 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 04.06.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 09.08.1996
Last Triple Valve: 25.10.1993
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 02.11.1990
Last Lift: 17.08.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘END BRAKE COCK’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3146 U’
14.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3146 U’
14.03.1990 Repair ‘END BRAKE COCK’.
14.03.1990 Repair ‘END HOSE’.
14.03.1990 Repair ‘TRAIN PIPE (END)’.
14.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3146 U’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.05.1990 Repair ‘GRADE CONTROL VALVE’.
14.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1990 Repair ‘END BRAKE COCK’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
12.10.1990 Repair ‘BOGIE BEARINGS’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3146 U’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BEARERS’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1990 Repair ‘END BRAKE COCK’.
01.11.1990 Repair ‘HANDRAILS’.
01.11.1990 Repair ‘SIDE BEARER’.
01.11.1990 Repair ‘TRAIN PIPE (END)’.
01.11.1990 Repair ‘VEHICLE RECLASSIFY’.
01.11.1990 Repair ‘VEHICLE STENCILS’.
01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3146 U’
21.12.1990 Alteration ‘COVER SIDES OF ONE ‘AMDY’ TRIPLE DECK CAR CARRIER

USING G2030 ‘LYSAGHT EXPANDED METAL. (RS4562)’.
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.02.1991 Repair ‘VEHICLE COMPLETE’.
08.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
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CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.
30.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3146 U’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BRAKE BLOCK RB95’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘HANDRAILS’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3146 U’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘BRAKE LEVER’.
25.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.10.1993 Repair ‘COUPLER COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3146 U’
31.07.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
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RMDY 3147

Details: wagon ‘RMDY 3147 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 25.06.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UT UZ CM CN CC
Return to Service Date: 14.08.1996
Last Brake Cylinder: 19.05.1990
Last Single Car Test: 02.11.1990
Last Lift: 02.03.1983

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
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20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3147 G’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘EMPTY LOAD VALVE’.
19.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3147 G’
23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT

DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.
13.10.1990 Repair ‘BOGIE BEARINGS’.
13.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3147 G’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BEARERS’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.11.1990 Repair ‘END BRAKE COCK’.
01.11.1990 Repair ‘TRAIN PIPE (END)’.
01.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1990 Repair ‘VEHICLE RECLASSIFY’.
01.11.1990 Repair ‘VEHICLE STENCILS’.
01.11.1990 Repair ‘WHEEL SET’.
01.11.1990 Repair ‘YOKE CARRIER’.
01.11.1990 Repair ‘YOKE COMPLETE’.
01.11.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3147 G’
21.12.1990 Alteration ‘COVER SIDES OF ONE ‘AMDY’ TRIPLE DECK CAR CARRIER

USING G2030 ‘LYSAGHT EXPANDED METAL. (RS4562)’.
17.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMDY 3147 G’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.03.1991 Repair ‘TRAIN PIPE’.
07.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMDY 3147 G’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘HANDRAILS’.
10.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3147 G’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘HANDRAILS’.
07.05.1991 Repair ‘HANDRAILS END’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3147 G’
17.05.1991 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3147 G’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

22.01.1992 Repair ‘GRAFFITI REMOVAL’.
22.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3147 G’
30.01.1992 Repair ‘GRAFFITI REMOVAL’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3147 G’
23.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3147 G’
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3147 G’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3147 G’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3148

Details: wagon ‘RMDY 3148 J’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 02.07.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 21.08.1996
Last Brake Cylinder: 25.02.1992
Last Single Car Test: 02.11.1990
Last Lift: 10.05.1983

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘END HOSE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘HANDRAILS’.
10.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
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29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘GRADE CONTROL VALVE’.
29.03.1990 Repair ‘HANDRAILS’.
29.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1990 Repair ‘WHEEL SET’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Repair ‘BRANCH PIPE’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.05.1990 Repair ‘GRADE CONTROL VALVE’.
14.05.1990 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3148 P’
01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMDY 3148 P’
21.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.12.1990 Repair ‘TRAIN PIPE (END)’.
21.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3148 P’
21.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3148 P’
21.12.1990 Alteration ‘COVER SIDES OF ONE ‘AMDY’ TRIPLE DECK CAR CARRIER

USING G2030 ‘LYSAGHT EXPANDED METAL. (RS4562)’.
25.02.1991 Repair ‘HANDBRAKE HANDLE’.
25.02.1991 Repair ‘HANDRAILS’.
25.02.1991 Repair ‘HANDRAILS’.
25.02.1991 Repair ‘SIDE STEP’.
25.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMDY 3148 P’
28.02.1991 Repair ‘HANDBRAKE HANDLE’.
28.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMDY 3148 P’
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10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘HANDRAILS’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘HANDRAILS’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
17.05.1991 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

28.11.1991 Repair ‘COUPLER KNUCKLE’.
28.11.1991 Repair ‘SIDE COMPLETE’.
28.11.1991 Repair ‘SIDE COMPLETE’.
28.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘HANDRAILS’.
25.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BOGIE BOLSTER’.
16.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1992 Repair ‘COUPLER KNUCKLE’.
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Repair ‘TOP CENTRE PLATE’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3148 P’
11.10.1993 Repair ‘COUPLER COMPLETE’.
11.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3148 P’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘HANDRAILS’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3148 P’
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07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.
(NRC012)’. New class: ‘RMDY’.

09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AMDY 3148 P’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3150

Details: wagon ‘RMDY 3150 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 14.07.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 11.09.1996
Due Triple Valve: 01.12.1988
Last Triple Valve: 10.07.1992
Last Brake Cylinder: 20.04.1990
Last Single Car Test: 02.06.1988
Last Lift: 24.08.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘END HOSE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘WHEEL SET’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
23.04.1990 Repair ‘WHEEL SET’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.11.1990 Repair ‘HANDRAILS’.
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
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05.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3150 U’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BEARERS’.
03.05.1991 Repair ‘BOGIE SPRING’.
03.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘VEHICLE RECLASSIFY’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
10.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3150 U’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
28.10.1991 Repair ‘GRADE CONTROL VALVE’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3150 U’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
10.07.1992 Repair ‘HANDRAILS’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
14.08.1992 Repair ‘WHEEL SET’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARINGS’.
06.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘WHEEL SET’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
05.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3150 U’
15.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3150 U’
25.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AMDY 3150 U’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3150 U’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3151

Details: wagon ‘RMDY 3151 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
Date Built: 19.07.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 11.09.1996
Last Brake Cylinder: 31.07.1992
Last Lift: 12.08.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
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REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

24.09.1989 Repair ‘BRAKE BLOCK RB95’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3151 G’
10.10.1989 Repair ‘STEP’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3151 G’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘STEP’.
03.11.1989 Repair ‘WHEEL SET’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Repair ‘BOGIE COMPLETE’.
19.05.1990 Repair ‘BRAKE LEVER’.
19.05.1990 Repair ‘BRAKE PIN’.
19.05.1990 Repair ‘BRAKE PULL ROD’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT

DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.
31.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3151 G’
11.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘AMDY 3151 G’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BEARERS’.
19.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE RECLASSIFY’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘END HOSE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

24.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3151 G’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘FLOOR COMPLETE’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE SPRING’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
10.08.1992 Repair ‘VEHICLE COMPLETE’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘END HOSE’.
13.07.1993 Repair ‘FLOOR SHEETING’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘TRAIN PIPE’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
15.07.1993 Repair ‘TRAIN PIPE (END)’.
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15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Issued at location ‘Cook’ with a previous code of wagon ‘AMDY 3151 G’
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE ADAPTER’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘COUPLER KNUCKLE’.
07.08.1993 Repair ‘GRADE CONTROL VALVE’.
07.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
10.08.1993 Repair ‘VEHICLE COMPLETE’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘COUPLER COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘END BRAKE COCK’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3151 G’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3151 G’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RMDY 3152

Details: wagon ‘RMDY 3152 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 30.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $26870
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-9
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Date Built: 23.07.1976
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMDY
BSG Code: FSMM

Capacity of 18 cars

Capacity of 19 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 02.01.1997
Last Brake Cylinder: 19.04.1990
Last Lift: 11.08.1982

11.03.1987 Alteration complete ‘ADD THIRD DECK AND FIT ‘STUCKI’ TYPE BOGIES.
RECLASSIFY ‘AMDF’. AMNY 3138 - 3152, ‘AMNF’ NOS.3138,3144,3149.
REVISION A./25/5/1988 - RECLASSIFICATION CHANGED FROM ‘AMDY’ TO
‘AMDF. ‘AMNF‘CLASS ADDED TO WAGONS TO BE CONVERTED. (RS4181)’. New
class: ‘AMDF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.04.1988 Alteration complete ‘FIT STORAGE BRACKETS TO THIRD DECK.
RELOCATE TOP DECK HANDRAILS AND POSTS. RECLASSIFY TO ‘AMDF’.
DELETE 110 KPH SIGN IF FITTED. (RS4280)’. New class: ‘AMDF’.

26.12.1989 Repair ‘BRAKE BLOCK RB95’.
26.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3152 P’
27.12.1989 Repair ‘BRAKE BLOCK RB95’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3152 P’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘HANDRAILS’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3152 P’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCK ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER MECHANICAL STANDARD R31. 3. STENCIL WAGON WITH 110
KM/H LOGO. 4. RECLASSIFY WAGON TO ‘AMDY’ & BOGIES TO ‘ASSC‘(IN
ACCORDANCE WITH MECHANICAL STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
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HYDRAULIC STABILISERS (ME STANDARD R44). ALL AMDF (RS4504)’. New
class: ‘AMDY’.

23.05.1990 Alteration complete ‘MODIFY NYLON ROPE GUIDES TO SUIT
DRAWINGS A0/8-CM-239C & A2/8-CM-241A. AMDF. (RS4509)’.

05.01.1991 Repair ‘BOGIE BEARINGS’.
05.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3152 P’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1991 Repair ‘BOGIE SPRING’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3152 P’
14.05.1991 Repair ‘VEHICLE STENCILS’.
14.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3152 P’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘COUPLER COMPLETE’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3152 P’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3152 P’
27.11.1991 Repair ‘BRAKE BLOCK RB95’.
27.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3152 P’
31.07.1992 Repair ‘END HOSE’.
31.07.1992 Repair ‘TRAIN PIPE (END)’.
31.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMDY 3152 P’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1992 Repair ‘HANDRAILS END’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3152 P’
09.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMDY 3152 P’
07.04.1994 Alteration complete ‘RSCLASSIFY ‘AMDY’ CAR ACRRIERS TO ‘RMDY‘.

(NRC012)’. New class: ‘RMDY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
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07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AMDY 3152 P’

12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMDY 3152 P’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1997 Repair ‘VEHICLE COMPLETE’.

2.687 Wagon classification starting with ‘RMG’

RMGY 1799

Details: wagon ‘RMGY 1799 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16090
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB A-8
Date Built: 04.11.1964
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMGY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 16.01.1997
Last Brake Cylinder: 10.07.1991
Last Lift: 30.10.1987

16.12.1985 Alteration complete ‘ADD THIRD DECK. AMGY 1799-1804. (RS4090)’.
11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE

GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.
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09.04.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMGY 1799 -
1804. (RS4193)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMGY TO AMGF - REFER RS4231
(RS3022)’. New class: ‘AMGF’.

18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT
SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMGY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRUALIC STABILISERS (ME STANDARD R44) ALL AMGF (RS4505)’. New
class: ‘AMGY’.

29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMGY 1799 L’
27.09.1990 Repair ‘BRAKE BLOCK RB95’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1799 L’
24.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMGY 1799 L’
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘BOGIE BEARERS’.
08.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1991 Repair ‘BOGIE SPRING’.
08.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘HANDRAILS’.
08.06.1991 Repair ‘TOP CENTRE PLATE’.
08.06.1991 Repair ‘VEHICLE RECLASSIFY’.
08.06.1991 Repair ‘VEHICLE STENCILS’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘HANDRAILS’.
10.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
01.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

14893



2. TIMS GROUP INFORMATION - WAGONS

01.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMGY 1799 L’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘FLOOR COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BOLSTER’.
16.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘WHEEL SET’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1993 Repair ‘COUPLER COMPLETE’.
12.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1993 Repair ‘WHEEL SET’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1799 L’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1799 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMGY’ CAR CARRIERS TO ‘RMGY‘.

(NRC013)’. New class: ‘RMGY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1799 L’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
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RMGY 1800

Details: wagon ‘RMGY 1800 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16090
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB A-8
Date Built: 04.12.1964
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMGY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UT UZ CM CN CC
Return to Service Date: 23.09.1996
Due Triple Valve: 22.07.1997
Last Triple Valve: 06.04.1993
Last Brake Cylinder: 06.04.1993
Last Single Car Test: 06.04.1993
Last Lift: 04.10.1982

16.12.1985 Alteration complete ‘ADD THIRD DECK. AMGY 1799-1804. (RS4090)’.
11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE

GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.

09.04.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMGY 1799 -
1804. (RS4193)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMGY TO AMGF - REFER RS4231
(RS3022)’. New class: ‘AMGF’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
07.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘WHEEL SET’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMGY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRUALIC STABILISERS (ME STANDARD R44) ALL AMGF (RS4505)’. New
class: ‘AMGY’.

04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1990 Repair ‘WHEEL SET’.
04.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
12.10.1990 Repair ‘BOGIE BEARINGS’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1800 D’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1991 Repair ‘BOGIE SPRING’.
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Repair ‘BRAKE PULL ROD’.
08.11.1991 Repair ‘END BRAKE COCK’.
08.11.1991 Repair ‘HANDRAILS’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE SPRING’.
08.01.1992 Repair ‘COUPLER KNUCKLE’.
08.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
08.01.1992 Repair ‘VEHICLE STENCILS’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
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14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘BOGIE SPRING’.
14.03.1992 Repair ‘COUPLER KNUCKLE’.
14.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
04.05.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1800 D’
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1993 Repair ‘BRAKE BLOCK RB95’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1993 Repair ‘TRAIN PIPE’.
26.03.1993 Repair ‘WHEEL SET’.
26.03.1993 Repair ‘YOKE COMPLETE’.
26.03.1993 Repair ‘YOKE FOLLOWER’.
26.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1800 D’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE PIN’.
24.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1800 D’
09.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1800 D’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1800 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMGY’ CAR CARRIERS TO ‘RMGY‘.

(NRC013)’. New class: ‘RMGY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1800 D’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
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09.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RMGY 1801

Details: wagon ‘RMGY 1801 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16090
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB A-8
Date Built: 31.12.1964
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMGY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 11.09.1996
Last Brake Cylinder: 03.01.1989
Last Single Car Test: 09.01.1992
Last Lift: 01.11.1982

16.12.1985 Alteration complete ‘ADD THIRD DECK. AMGY 1799-1804. (RS4090)’.
11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE

GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.

09.04.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMGY 1799 -
1804. (RS4193)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMGY TO AMGF - REFER RS4231
(RS3022)’. New class: ‘AMGF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
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02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1990 Repair ‘HANDRAILS’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘WHEEL SET’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMGY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRUALIC STABILISERS (ME STANDARD R44) ALL AMGF (RS4505)’. New
class: ‘AMGY’.

23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘BRAKE PULL ROD’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘DRAFT GEAR POCKET’.
13.11.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.11.1990 Repair ‘TOP CENTRE PLATE’.
13.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1990 Repair ‘VEHICLE COMPLETE’.
13.11.1990 Repair ‘YOKE CARRIER’.
13.11.1990 Repair ‘YOKE COMPLETE’.
13.11.1990 Repair ‘YOKE FOLLOWER’.
13.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1801 M’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1990 Repair ‘STEP’.
04.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BEARERS’.
04.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘VEHICLE RECLASSIFY’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘HANDRAILS’.
02.07.1991 Repair ‘ROOF SHEET’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘HANDRAILS’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘BOGIE SIDEFRAME’.
04.09.1991 Repair ‘BOGIE WEAR PLATES’.
04.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1991 Repair ‘HANDRAILS’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
08.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1801 M’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘END BRAKE COCK’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
17.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1801 M’
26.03.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1801 M’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
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24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1992 Repair ‘HANDRAILS’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘FLOOR SHEETING’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
04.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1801 M’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1994 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1801 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMGY’ CAR CARRIERS TO ‘RMGY‘.

(NRC013)’. New class: ‘RMGY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AMGY 1801 M’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
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RMGY 1802

Details: wagon ‘RMGY 1802 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16090
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB A-8
Date Built: 18.01.1965
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMGY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 06.01.1997
Last Brake Cylinder: 23.08.1989
Last Lift: 19.04.1983

16.12.1985 Alteration complete ‘ADD THIRD DECK. AMGY 1799-1804. (RS4090)’.
11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE

GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.

09.04.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMGY 1799 -
1804. (RS4193)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMGY TO AMGF - REFER RS4231
(RS3022)’. New class: ‘AMGF’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
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14.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMGY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRUALIC STABILISERS (ME STANDARD R44) ALL AMGF (RS4505)’. New
class: ‘AMGY’.

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1990 Repair ‘BRAKE LEVER’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BEARERS’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.02.1991 Repair ‘VEHICLE RECLASSIFY’.
11.02.1991 Repair ‘VEHICLE STENCILS’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
10.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMGY 1802 V’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.09.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.09.1991 Repair ‘BOGIE SIDEFRAME’.
23.09.1991 Repair ‘BOGIE SPRING’.
23.09.1991 Repair ‘BOGIE WEAR PLATES’.
23.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
02.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1802 V’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARINGS’.
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03.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1992 Repair ‘END BRAKE COCK’.
03.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1992 Repair ‘BRANCH PIPE’.
12.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘TRAIN PIPE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
31.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1802 V’
10.11.1992 Repair ‘BOGIE SPRING’.
10.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘WHEEL SET’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
20.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.02.1993 Repair ‘COUPLER KNUCKLE’.
20.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘FLOOR SHEETING’.
17.07.1993 Repair ‘WHEEL SET’.
17.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
18.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.09.1993 Repair ‘COUPLER KNUCKLE’.
18.09.1993 Repair ‘COUPLER KNUCKLE’.
18.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘TOP CENTRE PLATE’.
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25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMGY’ CAR CARRIERS TO ‘RMGY‘.

(NRC013)’. New class: ‘RMGY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1802 V’
17.07.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1997 Repair ‘VEHICLE COMPLETE’.

RMGY 1803

Details: wagon ‘RMGY 1803 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16090
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB A-8
Date Built: 05.02.1965
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMGF
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AA UT CM CN CC
Return to Service Date: 06.10.1996
Due Triple Valve: 30.07.1997
Last Single Car Test: 03.05.1991
Last Lift: 03.07.1987

16.12.1985 Alteration complete ‘ADD THIRD DECK. AMGY 1799-1804. (RS4090)’.
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11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE
GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.

09.04.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMGY 1799 -
1804. (RS4193)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1989 Repair ‘BRAKE LEVER’.
09.10.1989 Repair ‘BRANCH PIPE’.
09.10.1989 Repair ‘COUPLER KNUCKLE’.
09.10.1989 Repair ‘END BRAKE COCK’.
09.10.1989 Repair ‘TRAIN PIPE (END)’.
09.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMGY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRUALIC STABILISERS (ME STANDARD R44) ALL AMGF (RS4505)’. New
class: ‘AMGY’.

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE BLOCK RB95’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘WHEEL SET’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
12.10.1990 Repair ‘BOGIE BEARINGS’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
23.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMGY 1803 H’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
08.04.1991 Repair ‘COUPLER KNUCKLE’.
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08.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1991 Repair ‘STEP’.
08.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1991 Repair ‘WHEEL SET’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘HITCH COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Repair ‘WHEEL SET’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1803 H’
07.05.1991 Repair ‘VEHICLE COMPLETE’.
07.05.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMGY 1803 H’
15.05.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMGY 1803 H’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARERS’.
03.04.1992 Repair ‘CARD OR CLIP HOLDER’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘VEHICLE RECLASSIFY’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1992 Repair ‘COUPLER KNUCKLE’.
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
27.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
06.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘END BRAKE COCK’.
18.12.1992 Repair ‘END HOSE’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
13.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1993 Repair ‘HANDBRAKE HANDLE’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
01.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMGY 1803 H’
15.05.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BEARERS’.
13.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.08.1993 Repair ‘BRAKE LEVER’.
13.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1993 Repair ‘END BRAKE COCK’.
13.08.1993 Repair ‘END HOSE’.
13.08.1993 Repair ‘TRAIN PIPE (END)’.
13.08.1993 Repair ‘TRAIN PIPE’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
28.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘WHEEL SET’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMGY 1803 H’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1803 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMGY’ CAR CARRIERS TO ‘RMGY‘.

(NRC013)’. New class: ‘RMGY’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1803 H’
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07.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.

RMGY 1804

Details: wagon ‘RMGY 1804 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16090
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB A-8
Date Built: 31.03.1965
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMGY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 13.12.1996
Due Triple Valve: 22.07.1999
Last Triple Valve: 23.03.1993
Last Brake Cylinder: 07.03.1991
Last Single Car Test: 23.03.1993
Last Lift: 06.11.1986

16.12.1985 Alteration complete ‘ADD THIRD DECK. AMGY 1799-1804. (RS4090)’.
11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE

GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.
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09.04.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMGY 1799 -
1804. (RS4193)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMGY TO AMGF - REFER RS4231
(RS3022)’. New class: ‘AMGF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BRAKE LEVER’.
07.12.1989 Repair ‘BRAKE PULL ROD’.
07.12.1989 Repair ‘CARD OR CLIP HOLDER’.
07.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
07.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.12.1989 Repair ‘VEHICLE STENCILS’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMGY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRUALIC STABILISERS (ME STANDARD R44) ALL AMGF (RS4505)’. New
class: ‘AMGY’.

12.10.1990 Repair ‘BOGIE BEARINGS’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1804 Q’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE BEARERS’.
07.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.03.1991 Repair ‘BOGIE SPRING’.
07.03.1991 Repair ‘BRAKE LEVER’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1991 Repair ‘VEHICLE RECLASSIFY’.
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07.03.1991 Repair ‘VEHICLE STENCILS’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER COMPLETE’.
23.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.05.1991 Repair ‘SIDE BEARER’.
23.05.1991 Repair ‘TOP CENTRE PLATE’.
23.05.1991 Repair ‘YOKE COMPLETE’.
23.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1804 Q’
27.05.1991 Repair ‘BODY COMPLETE’.
27.05.1991 Repair ‘VEHICLE STENCILS’.
27.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMGY 1804 Q’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘FLOOR SHEETING’.
19.06.1991 Repair ‘HANDRAILS’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
20.07.1991 Repair ‘BRAKE LEVER’.
20.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMGY 1804 Q’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BEARERS’.
13.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE LEVER’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘SIDE BEARER’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘WHEEL SET’.
13.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1804 Q’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BOGIE SIDEFRAME’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1992 Repair ‘BRAKE LEVER’.
17.12.1992 Repair ‘BRAKE PULL ROD’.
17.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1992 Repair ‘END HOSE’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE PULL ROD’.
04.03.1993 Repair ‘BRANCH PIPE’.
04.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.03.1993 Repair ‘DRAFT GEAR POCKET’.
04.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.03.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.03.1993 Repair ‘TRAIN PIPE’.
04.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1993 Repair ‘YOKE CARRIER’.
04.03.1993 Repair ‘YOKE COMPLETE’.
04.03.1993 Repair ‘YOKE FOLLOWER’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMGY 1804 Q’
16.03.1993 Repair ‘SIDE MEMBER’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
07.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMGY 1804 Q’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMGY 1804 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMGY’ CAR CARRIERS TO ‘RMGY‘.

(NRC013)’. New class: ‘RMGY’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AMGY 1804 Q’
16.05.1995 Repair ‘VEHICLE COMPLETE’.

14912



2.688. Wagon classification starting with ‘RMK’

12.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.

RMGY 34023

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34023 W’

RMGY 34030

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34030 D’

2.688 Wagon classification starting with ‘RMK’

RMKY 1818

Details: wagon ‘RMKY 1818 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 10.12.1965
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 10.03.1996
Due Triple Valve: 25.02.1994
Last Brake Cylinder: 21.08.1990
Last Lift: 03.06.1983

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration complete ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY
1818 - 1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Repair ‘TRAIN PIPE’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BEARINGS’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘HANDRAILS’.
21.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
16.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1991 Repair ‘BOGIE BEARERS’.
16.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.03.1991 Repair ‘BOGIE SPRING’.
16.03.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.03.1991 Repair ‘CENTRE SILL’.
16.03.1991 Repair ‘COUPLER KNUCKLE’.
16.03.1991 Repair ‘VEHICLE RECLASSIFY’.
16.03.1991 Repair ‘VEHICLE STENCILS’.
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16.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘COUPLER COMPLETE’.
25.06.1991 Repair ‘RELAY VALVE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

06.12.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1818 D’
04.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BRAKE LEVER’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘BRANCH PIPE’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
05.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.06.1992 Repair ‘END BRAKE COCK’.
05.06.1992 Repair ‘TOP CENTRE PLATE’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BRAKE BLOCK OTHER’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘TRAIN PIPE (END)’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
25.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE CONTROL PIPE’.
30.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.08.1993 Repair ‘HANDRAILS’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
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30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘BOGIE COMPLETE’.
30.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1818 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1818 D’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1819

Details: wagon ‘RMKY 1819 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 17.12.1965
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 30.07.1996
Due Triple Valve: 29.06.1991
Last Brake Cylinder: 15.06.1990
Last Single Car Test: 05.05.1992
Last Lift: 18.11.1982

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘DRAFT GEAR POCKET’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Repair ‘YOKE COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
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29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
05.01.1991 Repair ‘BOGIE BEARINGS’.
05.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1819 M’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BOGIE BEARERS’.
17.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1991 Repair ‘BOGIE SPRING’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Repair ‘VEHICLE RECLASSIFY’.
17.05.1991 Repair ‘VEHICLE STENCILS’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE LEVER’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

14.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1819 M’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1992 Repair ‘BOGIE SPRING’.
09.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘WHEEL SET’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1992 Repair ‘TRAIN PIPE (END)’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1819 M’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BRAKE PULL ROD’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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23.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AMKY 1819 M’

21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘WHEEL SET’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1819 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1819 M’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1820

Details: wagon ‘RMKY 1820 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 31.12.1965
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 01.11.1996
Due Triple Valve: 05.06.1993
Last Triple Valve: 09.06.1993
Last Brake Cylinder: 05.06.1992
Last Single Car Test: 06.10.1988
Last Lift: 28.05.1987

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘WHEEL SET’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.12.1989 Repair ‘HANDRAILS’.
15.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Repair ‘WHEEL SET’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BEARINGS’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘HANDRAILS’.
27.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
23.10.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
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23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AMKY 1820 X’

04.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1820 X’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BEARERS’.
14.03.1991 Repair ‘BOGIE SPRING’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘VEHICLE RECLASSIFY’.
14.03.1991 Repair ‘VEHICLE STENCILS’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
27.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1820 X’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.06.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
30.11.1992 Repair ‘VEHICLE COMPLETE’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Repair ‘WHEEL SET’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
04.06.1993 Repair ‘BRAKE LEVER’.
04.06.1993 Repair ‘DRAFT GEAR POCKET’.
04.06.1993 Repair ‘RELAY VALVE’.
04.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1820 X’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1993 Repair ‘BRAKE BLOCK RB95’.
09.06.1993 Repair ‘BRAKE CONTROL PIPE’.
09.06.1993 Repair ‘BRAKE PIN’.
09.06.1993 Repair ‘CARD OR CLIP HOLDER’.
09.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.06.1993 Repair ‘ISOLATING COCK’.
09.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.06.1993 Repair ‘VEHICLE STENCILS’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Repair ‘TRAIN PIPE (END)’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘BRAKE CONTROL PIPE’.
10.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.08.1993 Repair ‘BRANCH PIPE’.
10.08.1993 Repair ‘HAND RELEASE (AIR)’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1820 X’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BEARINGS’.
27.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.09.1993 Repair ‘BRAKE LEVER’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
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11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1820 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1820 X’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1821

Details: wagon ‘RMKY 1821 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 07.01.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AA UZ WK CM CN CC
Return to Service Date: 24.12.1996
Due Triple Valve: 09.06.1992
Last Brake Cylinder: 09.06.1991
Last Lift: 12.06.1987

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1821 R’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
19.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1821 R’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘END BRAKE COCK’.
07.07.1990 Repair ‘WHEEL SET’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1821 R’
24.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1821 R’
08.06.1991 Repair ‘VEHICLE RECLASSIFY’.
08.06.1991 Repair ‘VEHICLE STENCILS’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1821 R’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.
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22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Repair ‘WHEEL SET’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1821 R’
06.04.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1821 R’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘BOGIE SPRING’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘END HOSE’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1821 R’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

07.01.1993 Repair ‘DOOR LOCK MECHANISM’.
07.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1821 R’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1821 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1821 R’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.
24.12.1996 Repair ‘VEHICLE COMPLETE’.
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RMKY 1822

Details: wagon ‘RMKY 1822 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 05.01.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 02.09.1996
Due Triple Valve: 04.04.1992
Last Brake Cylinder: 23.10.1989
Last Single Car Test: 11.01.1988
Last Lift: 19.11.1986

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘BRANCH PIPE’.
30.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘END BRAKE COCK’.
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30.09.1989 Repair ‘TRAIN PIPE (END)’.
30.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK OTHER’.
23.10.1989 Repair ‘BRANCH PIPE’.
23.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1989 Repair ‘COUPLER COMPLETE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BRANCH PIPE’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
19.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
27.12.1989 Repair ‘COUPLER KNUCKLE’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

21.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
20.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1990 Repair ‘BRAKE LEVER’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
24.10.1990 Repair ‘BOGIE BEARINGS’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1822 D’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BOLSTER’.
04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Repair ‘BOGIE SPRING’.
04.04.1991 Repair ‘BRAKE PULL ROD’.
04.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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04.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘VEHICLE RECLASSIFY’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRANCH PIPE’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BEARINGS’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

04.05.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
04.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1822 D’
02.06.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
02.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1822 D’
15.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Repair ‘VEHICLE COMPLETE’.
17.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
02.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1822 D’
08.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1993 Repair ‘BRAKE PIN’.
08.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1822 D’
09.08.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AMKY 1822 D’
14.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1822 D’
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1993 Repair ‘COUPLER KNUCKLE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
23.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1822 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1822 D’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1823

Details: wagon ‘RMKY 1823 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 10.03.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM
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Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 09.08.1996
Due Triple Valve: 18.05.1994
Last Brake Cylinder: 16.12.1992
Last Single Car Test: 16.11.1988
Last Lift: 23.04.1980

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

02.08.1989 Repair ‘TRAIN PIPE’.
02.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1823 M’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER COMPLETE’.
14.08.1989 Repair ‘TRAIN PIPE (END)’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1823 M’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘CARD OR CLIP HOLDER’.
06.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘END BRAKE COCK’.
06.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
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06.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1990 Repair ‘WHEEL SET’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘WHEEL SET’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BEARERS’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1991 Repair ‘LASHING POINT’.
22.04.1991 Repair ‘VEHICLE RECLASSIFY’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BRAKE BLOCK RB95’.
10.07.1991 Repair ‘BRANCH PIPE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
06.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1823 M’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BRANCH PIPE’.
12.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘HANDRAILS’.
12.03.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
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22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
28.07.1992 Repair ‘WHEEL SET’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
20.08.1992 Repair ‘WHEEL SET’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
28.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
28.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1823 M’
18.11.1992 Repair ‘WHEEL SET’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
30.11.1992 Repair ‘VEHICLE COMPLETE’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
07.12.1992 Repair ‘WHEEL SET’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Repair ‘WHEEL SET’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BRANCH PIPE’.
18.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
21.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1823 M’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Repair ‘WHEEL SET’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1823 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1823 M’
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15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1823 M’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1824

Details: wagon ‘RMKY 1824 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 02.03.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 23.09.1996
Due Triple Valve: 27.09.1994
Last Triple Valve: 26.06.1993
Last Brake Cylinder: 09.03.1992
Last Single Car Test: 15.03.1991
Last Lift: 30.08.1986

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.
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11.03.1986 Alteration complete ‘MODIFY CAR HOLDING BARS TO PROVIDE
GREATER CLEARANCE FOR FRONT WHEEL DRIVE CARS. SUPERCEDED BY
RS4628. AMGY & AMKY (RS4087)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

26.07.1989 Repair ‘END HOSE’.
26.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1824 V’
07.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1990 Repair ‘BRAKE LEVER’.
07.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1990 Repair ‘COUPLER KNUCKLE’.
07.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

10.08.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
10.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1824 V’
24.10.1990 Repair ‘BOGIE BEARINGS’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1824 V’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BEARERS’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘BRAKE CONTROL PIPE’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.03.1991 Repair ‘TOP CENTRE PLATE’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1824 V’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BEARERS’.
04.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘VEHICLE RECLASSIFY’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘WHEEL SET’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE SPRING’.
09.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
09.03.1992 Repair ‘BRAKE LEVER’.
09.03.1992 Repair ‘BRAKE LEVER’.
09.03.1992 Repair ‘BRAKE PIN’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘VEHICLE STENCILS’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE LEVER’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
27.03.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
27.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1824 V’
26.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1993 Repair ‘BRAKE PULL ROD’.
26.06.1993 Repair ‘CARD OR CLIP HOLDER’.
26.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.06.1993 Repair ‘COUPLER KNUCKLE’.
26.06.1993 Repair ‘EMPTY LOAD VALVE’.
26.06.1993 Repair ‘GRADE CONTROL VALVE’.
26.06.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.06.1993 Repair ‘VEHICLE STENCILS’.
26.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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27.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘HAND RELEASE (AIR)’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER KNUCKLE’.
26.10.1993 Repair ‘WHEEL SET’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.12.1993 Repair ‘COUPLER KNUCKLE’.
01.12.1993 Repair ‘WHEEL SET’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1824 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1824 V’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1825

Details: wagon ‘RMKY 1825 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB A-7
Date Built: 03.03.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKF
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: UZ AA WK CM CN CC
Return to Service Date: 04.01.1997
Due Triple Valve: 13.12.1991
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 13.12.1990
Last Single Car Test: 22.10.1993
Last Lift: 14.02.1987

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration complete ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY
1818 - 1827. (RS4191)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

31.10.1989 Repair ‘END BRAKE COCK’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKF 1825 A’
20.04.1990 Repair ‘BRANCH PIPE’.
20.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMKF 1825 A’
24.10.1990 Repair ‘BOGIE BEARINGS’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKF 1825 A’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1990 Repair ‘TRAIN PIPE (END)’.
21.11.1990 Repair ‘WHEEL SET’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKF 1825 A’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.12.1990 Repair ‘GRADE CONTROL VALVE’.
13.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKF 1825 A’
12.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKF 1825 A’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1993 Repair ‘BRAKE PIN’.
20.10.1993 Repair ‘DRAFT GEAR POCKET’.
20.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Repair ‘END HOSE’.
20.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1993 Repair ‘YOKE COMPLETE’.
20.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AMKF 1825 A’
21.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AMKF 1825 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKF 1825 A’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1997 Repair ‘VEHICLE COMPLETE’.

RMKY 1826

Details: wagon ‘RMKY 1826 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 17.03.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ UT CM CN CC
Return to Service Date: 09.10.1996
Due Triple Valve: 27.09.1994
Last Brake Cylinder: 25.08.1989
Last Lift: 28.03.1987

03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BOGIE WEAR PLATES’.
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.08.1989 Repair ‘COUPLER KNUCKLE’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Repair ‘TOP CENTRE PLATE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Repair ‘WHEEL SET’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’

14939



2. TIMS GROUP INFORMATION - WAGONS

18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT
SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

12.06.1990 Repair ‘VEHICLE RECLASSIFY’.
12.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1826 Q’
12.10.1990 Repair ‘BOGIE BEARINGS’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1826 Q’
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1826 Q’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE BEARERS’.
14.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1991 Repair ‘BOGIE SPRING’.
14.03.1991 Repair ‘BRAKE PULL ROD’.
14.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘HANDRAILS’.
14.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1991 Repair ‘SIDE BEARER’.
14.03.1991 Repair ‘VEHICLE RECLASSIFY’.
14.03.1991 Repair ‘VEHICLE STENCILS’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
23.09.1991 Repair ‘BRAKE LEVER’.
23.09.1991 Repair ‘BRAKE PULL ROD’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE BOLSTER’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1992 Repair ‘BOGIE SPRING’.
09.03.1992 Repair ‘BRAKE LEVER’.
09.03.1992 Repair ‘BRAKE PULL ROD’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1992 Repair ‘TRAIN PIPE (END)’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.03.1992 Repair ‘COUPLER KNUCKLE’.
23.03.1992 Repair ‘TOP CENTRE PLATE’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

05.11.1992 Repair ‘WHEEL SET’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
12.11.1992 Repair ‘WHEEL SET’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘WHEEL SET’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
04.06.1993 Repair ‘DRAFT GEAR POCKET’.
04.06.1993 Repair ‘RELAY VALVE’.
04.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1826 Q’
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘WHEEL SET’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
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26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE RECLASSIFY’.
30.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1826 Q’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.

RMKY 1827

Details: wagon ‘RMKY 1827 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 25.9m
Tare Weight: 32.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB A-7
Date Built: 22.03.1966
Operating System: AN
Intended Use: MOTOR VEHICLES
Remarks: EX AMKY
BSG Code: FSMM

Capacity of 15 cars

Capacity of 24 tonnes

Corporate ID flag: Y
Fleet Grp Code: AA UZ WK CM CN CC
Return to Service Date: 25.10.1996
Due Triple Valve: 28.08.1991
Last Brake Cylinder: 08.09.1989
Last Single Car Test: 26.10.1988
Last Lift: 15.05.1986
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03.12.1985 Alteration complete ‘ADD THIRD DECK TO MOTOR CAR CARRYING
WAGONS. AMKY 1818-1827. (RS4068)’.

27.03.1987 Alteration ‘FIT SECOND HAND GEARED HANDBRAKES. AMKY 1818 -
1827. (RS4191)’.

10.11.1987 Alteration ‘FIT STORAGE BRACKETS TO ALL DECKS FOR CAR HOLDING
BARS. AMGY/AMGF AMKY/AMKF (RS4239)’.

14.01.1988 Alteration complete ‘RECLASSIFY AMKY TO AMKF - REFER RS4231
(RS3023)’. New class: ‘AMKF’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Repair ‘WHEEL SET’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
11.11.1989 Repair ‘VEHICLE RECLASSIFY’.
11.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
27.12.1989 Repair ‘COUPLER KNUCKLE’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘BRAKE PULL ROD’.
23.02.1990 Repair ‘END BRAKE COCK’.
23.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
16.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1827 C’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘LADDER’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
18.05.1990 Alteration complete ‘1. REMOVE STUCKI RB-11 RESILIENT

SIDEBEARERS FROM BOGIES (ROLLER & BLOCKS ONLY). 2. REPLACE WITH
STUCKI 656-CRH RESILIENT SIDEBEARERS AFTER CHECKING SETUP
HEIGHT AS PER M.E. STANDARD R31. 3. STENCIL WAGON FOR 110 KM/H
OPERATION. 4. RECLASSIFY WAGON TO ‘AMKY’ & BOGIES TO ‘ASSC’ (IN
ACCORDANCE WITH M.E. STANDARD R40). 5. FIT ‘STUCKI’ HS-10B
HYDRAULIC STABILISERS (ME STANDARD R44) ALL AMKF (RS4506)’. New
class: ‘AMKY’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
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21.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘END BRAKE COCK’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BEARINGS’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BEARERS’.
14.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1991 Repair ‘BOGIE SPRING’.
14.02.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.02.1991 Repair ‘SIDE BEARER’.
14.02.1991 Repair ‘VEHICLE RECLASSIFY’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
01.05.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
24.05.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
28.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
15.08.1991 Alteration ‘MANUFACTURE AND INSTALL ONE SET OF WHEEL CHOCKS

PER DWGS A2/W8-46 AND A2/W8-47 TO DOUBLE OR TRIPLE DECK CAR
CARRIERS FOR TRIAL PURPOSES. AMDY, AMGY, AMKY. (RS4635)’.

14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AMKY 1827 C’
24.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.

14944



2.689. Wagon classification starting with ‘RMN’

24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AMKY 1827 C’

16.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1992 Repair ‘COUPLER KNUCKLE’.
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Repair ‘TOP CENTRE PLATE’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
30.04.1992 Alteration ‘ENCLOSE SIDE PANELS, CONSTRUCT ROOF STRUCTURE

AND INSTALL END FOLDING DOORS ALL IN ACCORDANCE WITH DETAILS
SHOWN ON DRAWINGS W1-166 & W1-167 REPAINT AND RESTENCIL AT NEW
TARE WEIGHT. AMKY 2 NO. TO BE SELECTED. (RS4693)’.

05.05.1992 Repair ‘WHEEL SET’.
05.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘WHEEL SET’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘WHEEL SET’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AMKY 1827 C’
06.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AMKY 1827 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AMKF’ & ‘AMKY’ CAR CARRIERS TO

‘RMKY‘. (NRC014)’. New class: ‘RMKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AMKY 1827 C’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.

2.689 Wagon classification starting with ‘RMN’

RMNY 34501

Details: wagon ‘RMNY 34501 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNY
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34501 M’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.01.1992 Repair ‘VEHICLE COMPLETE’.
30.01.1992 Repair ‘WHEEL SET’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34501 M’
15.07.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
15.07.1992 Repair ‘VEHICLE COMPLETE’.
15.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NMNY 34501 M’
24.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1993 Repair ‘WHEEL SET’.
24.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34501 M’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34501 M’
06.02.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34501 M’
23.03.1994 Repair ‘BOGIE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34501 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34501 M’
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Perth’ with a previous code of wagon ‘NMNY 34501 M’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
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26.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34510

Details: wagon ‘RMNY 34510 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34510 H
BSG Code: NXMM

Capacity of 10 cars

08.07.1989 Repair ‘VEHICLE RECLASSIFY’.
08.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34510 L’
14.12.1989 Repair ‘END HOSE’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34510 L’
10.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34510 L’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE COMPLETE’.
13.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34510 L’
24.10.1993 Repair ‘BOGIE SPRING’.
24.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34510 L’
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21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34510 L’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34510 L’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34510 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34510 L’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34511

Details: wagon ‘RMNY 34511 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34511Q
Wagon Width: 2744mm
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘NMNY 34511 U’

21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘END HOSE’.
21.09.1993 Repair ‘TRAIN PIPE (END)’.
21.09.1993 Repair ‘WHEEL SET’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34511 U’
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34511 U’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34511 U’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34511 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34511 U’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34524

Details: wagon ‘RMNY 34524 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34524 F
Wagon Width: 2744mm
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BSG Code: NXMM

Capacity of 10 cars

10.07.1989 Repair ‘VEHICLE RECLASSIFY’.
10.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34524 J’
23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34524 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34524 J’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34526

Details: wagon ‘RMNY 34526 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34526
Wagon Width: 2744mm
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34526 E’
13.10.1993 Repair ‘BOGIE BEARINGS’.
13.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘NMNY 34526 E’
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01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34526 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘NMNY 34526 E’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34538

Details: wagon ‘RMNY 34538 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34538 D
BSG Code: NSMM

Capacity of 10 cars

18.01.1990 Repair ‘VEHICLE RECLASSIFY’.
18.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34538 H’
10.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34538 H’
17.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34538 H’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34538 H’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.
(NRC033)’. New class: ‘RMNY’.

19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34538 H’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34538 H’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34539

Details: wagon ‘RMNY 34539 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34539M
BSG Code: NSMM

Capacity of 15 cars

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34539 Q’
12.09.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34539 Q’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER KNUCKLE’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Repair ‘WHEEL SET’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34539 Q’
23.11.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34539 Q’
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21.12.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34539 Q’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34539 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34539 Q’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34560

Details: wagon ‘RMNY 34560 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34560B
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34560 F’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘NMNY 34560 F’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BOGIE ADAPTER’.
17.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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17.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘NMNY 34560 F’

20.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34560 F’
28.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34560 F’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34560 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NMNY 34560 F’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34563

Details: wagon ‘RMNY 34563 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34563 F
BSG Code: NSMM

Capacity of 10 cars

10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34563 J’
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04.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34563 J’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34563 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34563 J’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34564

Details: wagon ‘RMNY 34564 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NXMZ

13.07.1989 Repair ‘VEHICLE RECLASSIFY’.
13.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34564 S’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘COUPLER KNUCKLE’.
02.09.1993 Repair ‘WHEEL SET’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34564 S’
06.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34564 S’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34564 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
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31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34564 S’
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34564 S’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34567

Details: wagon ‘RMNY 34567 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX34567
BSG Code: NSMM

Capacity of 15 cars

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34567 W’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34567 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34567 W’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34567 W’
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27.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34570

Details: wagon ‘RMNY 34570 R’ in AN ‘Mainland Division’.

Owner: SRA NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NMNX34570J
BSG Code: NXMZ

Capacity of 50 tonnes

29.08.1989 Repair ‘VEHICLE RECLASSIFY’.
29.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34570 N’
21.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34570 N’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRANCH PIPE’.
12.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.11.1993 Repair ‘COUPLER KNUCKLE’.
12.11.1993 Repair ‘TRAIN PIPE (END)’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34570 N’
01.12.1993 Repair ‘END HOSE’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34570 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
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04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34570 N’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34574

Details: wagon ‘RMNY 34574 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34574W
Wagon Width: 2744mm
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34574 D’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34574 D’
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34574 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34574 D’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
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24.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.

RMNY 34578

Details: wagon ‘RMNY 34578 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34578 M
BSG Code: NSMM

Capacity of 10 cars

31.08.1989 Repair ‘VEHICLE RECLASSIFY’.
31.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34578 Q’
09.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
09.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34578 Q’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘VEHICLE COMPLETE’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34578 Q’
04.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34578 Q’
27.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34578 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34578 Q’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
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24.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34584

Details: wagon ‘RMNY 34584 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NMNX 34584 H
BSG Code: NXMZ

Capacity of 10 cars

14.08.1993 Repair ‘VEHICLE RECLASSIFY’.
14.08.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34584 L’
25.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34584 L’
06.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34584 L’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34584 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34584 L’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
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10.02.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34586

Details: wagon ‘RMNY 34586 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34586-EX NMNY 34586 G
BSG Code: NSMM

Capacity of 15 cars

07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34586 G’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34592

Details: wagon ‘RMNY 34592 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX34592U
BSG Code: NSMM

Capacity of 10 cars

26.01.1990 Repair ‘VEHICLE RECLASSIFY’.
26.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34592 B’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘TOP CENTRE PLATE’.
11.03.1992 Repair ‘TRAIN PIPE’.
11.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘NMNY 34592 B’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
28.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34592 B’
30.07.1993 Repair ‘BRIDGE PLATE ASSEMBLY’.
30.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34592 B’
01.09.1993 Repair ‘END BRAKE COCK’.
01.09.1993 Repair ‘END HOSE’.
01.09.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34592 B’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘WHEEL SET’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34592 B’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34592 B’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34592 B’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.
(NRC033)’. New class: ‘RMNY’.

15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘NMNY 34592 B’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34595

Details: wagon ‘RMNY 34595 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34595
BSG Code: NSMM

Capacity of 15 cars

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34595 F’
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34595 F’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34595 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34595 F’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34595 F’
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25.09.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.

RMNY 34596

Details: wagon ‘RMNY 34596 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34596K
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34596 Y’
27.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34596 Y’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34596 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34596 Y’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
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RMNY 34598

Details: wagon ‘RMNY 34598 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 30tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: MOTOR VEHICLES
Remarks: EX NMNX 34598
BSG Code: NSMM

Capacity of 15 cars

04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘NMNY 34598 J’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘END HOSE’.
23.09.1993 Repair ‘WHEEL SET’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘NMNY 34598 J’
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘NMNY 34598 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘NMNY’ CAR CARRIERS TO ‘RMNY‘.

(NRC033)’. New class: ‘RMNY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘NMNY 34598 J’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.

2.690 Wagon classification starting with ‘RMW’

RMWY 34021

Details: wagon ‘RMWY 34021 B’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMGY
BSG Code: WSMM

Capacity of 12 cars

15.08.1989 Repair ‘VEHICLE RECLASSIFY’.
15.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34021 E’
27.09.1990 Repair ‘END HOSE’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34021 E’
01.03.1991 Repair ‘END HOSE’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34021 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34021 E’
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34021 E’
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Perth’ with a previous code of wagon ‘WMGY 34021 E’
25.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34022

Details: wagon ‘RMWY 34022 K’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMFX 34022G
BSG Code: WXMM

Capacity of 18 cars

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34022 N’
21.12.1990 Repair ‘END HOSE’.
21.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34022 N’
07.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WMGY 34022 N’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34022 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34022 N’
01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34022 N’
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
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27.09.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34023

Details: wagon ‘RMWY 34023 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 32tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMGY
BSG Code: WSMM

Capacity of 10 cars

14.12.1989 Repair ‘VEHICLE RECLASSIFY’.
14.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34023 W’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘VEHICLE COMPLETE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34023 W’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘TRAIN PIPE (END)’.
29.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WMGY 34023 W’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34023 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34023 W’
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23.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘WMGY 34023 W’

25.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34024

Details: wagon ‘RMWY 34024 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMFX 34024 B
BSG Code: WSMM

Capacity of 12 cars

Capacity of 24 tonnes

03.12.1989 Repair ‘VEHICLE RECLASSIFY’.
03.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34024 X’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34024 X’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘WEAR PLATES & SADDLES’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34024 X’
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11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.
(NRC041)’. New class: ‘RMWY’.

29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS
FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34024 X’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34024 X’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34024 X’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34024 X’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34024 X’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34024 X’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34024 X’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34025

Details: wagon ‘RMWY 34025 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMFX 34025K
BSG Code: WXMM

Capacity of 24 tonnes

29.08.1989 Repair ‘VEHICLE RECLASSIFY’.
29.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34025 R’
26.03.1990 Repair ‘END HOSE’.
26.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34025 R’
03.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34025 R’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34025 R’
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34025 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34025 R’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34025 R’
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34025 R’
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34025 R’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
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05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34026

Details: wagon ‘RMWY 34026 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMFX 34026 T
BSG Code: WSMM

Capacity of 18 cars

29.07.1989 Repair ‘VEHICLE RECLASSIFY’.
29.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34026 D’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘AXLEBOX’.
21.08.1992 Repair ‘AXLEBOX’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34026 D’
20.08.1993 Repair ‘HANDRAILS’.
20.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34026 D’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WMGY 34026 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

05.05.1994 Repair ‘VEHICLE COMPLETE’.
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05.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘WMGY 34026 D’

16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘WMGY 34026 D’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34027

Details: wagon ‘RMWY 34027 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMFX 34027 F
BSG Code: WSMM

Capacity of 12 cars

10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34027 M’
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34027 M’
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WMGY 34027 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34027 M’
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
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STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WMGY 34027 M’
22.08.1995 Repair ‘VEHICLE COMPLETE’.
24.12.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34028

Details: wagon ‘RMWY 34028 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMFX34028Y
BSG Code: WXMM

Capacity of 12 tonnes

19.09.1989 Repair ‘VEHICLE RECLASSIFY’.
19.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34028 V’
13.01.1993 Repair ‘WHEEL SET’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34028 V’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WMGY 34028 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.
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12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34028 V’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34028 V’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34029

Details: wagon ‘RMWY 34029 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 38tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WMGY 34029H
BSG Code: WSMZ

Capacity of 40 tonnes

01.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WMGY 34029 H’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34029 H’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1990 Repair ‘GRADE CONTROL VALVE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WMGY 34029 H’
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19.03.1993 Repair ‘VEHICLE RECLASSIFY’.
19.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34029 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.

(NRC041)’. New class: ‘RMWY’.
29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS

FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34029 H’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘WMGY 34029 H’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.

RMWY 34030

Details: wagon ‘RMWY 34030 A’ in AN ‘Mainland Division’.

Owner: WAGR
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 32tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WMGY
BSG Code: WSMM

Capacity of 12 tonnes

04.10.1989 Repair ‘VEHICLE RECLASSIFY’.
04.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WMGY 34030 D’

14976



2.691. Wagon classification starting with ‘ROA’

11.04.1994 Alteration complete ‘RECLASSIFY ‘WMGF’ CAR CARRIERS TO ‘RMWY‘.
(NRC041)’. New class: ‘RMWY’.

29.04.1994 Alteration complete ‘MODIFY BOGIES OF 10 ‘WMGF’ CAR CARRIERS
FOR HIGH SPEED OPERATION -FIT STUCKI 656-CRH SIDEBEARERS -FIT
STUCKI HS10 HYDRAULIC SATBILISERS - SPRING BOGIES FOR 30T. STENCIL
WAGONS FOR 110 KM/H. RECLASSIFY WAGONS TO ‘WMGY’. RECLASSIFY
BOGIES TO ‘RJYB’. WMGF 34021 TO 34030. (RS4853)’. New class: ‘WMGY’.

21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WMGY 34030 D’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
06.10.1996 Repair ‘VEHICLE COMPLETE’.

2.691 Wagon classification starting with ‘ROA’

ROAX 33001

Details: wagon ‘ROAX 33001 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33001 EX WODX 33001 T
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WODX 33001 T’
10.05.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33008

Details: wagon ‘ROAX 33008 W’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33008 E’
30.03.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33019

Details: wagon ‘ROAX 33019 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘WOAX 33019 V’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
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ROAX 33021

Details: wagon ‘ROAX 33021 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33021 D’
12.01.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33028

Details: wagon ‘ROAX 33028 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33028 U’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
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15.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33033

Details: wagon ‘ROAX 33033 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘WOAX 33033 G’

ROAX 33035

Details: wagon ‘ROAX 33035 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33035 B’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.

ROAX 33046

Details: wagon ‘ROAX 33046 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘END BRAKE COCK’.
14.11.1989 Repair ‘TRAIN PIPE (END)’.
14.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WOAX 33046 S’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘SIDE BEARER’.
19.02.1992 Repair ‘VEHICLE COMPLETE’.
19.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOAX 33046 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘WOAX 33046 S’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.

ROAX 33047

Details: wagon ‘ROAX 33047 W’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘WOAX 33047 E’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33049

Details: wagon ‘ROAX 33049 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33049 W’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33049 W’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
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09.12.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33058

Details: wagon ‘ROAX 33058 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

09.01.1990 Repair ‘VEHICLE COMPLETE’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOAX 33058 V’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘SIDE BEARER’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33058 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33058 V’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.

ROAX 33059

Details: wagon ‘ROAX 33059 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘DOOR LOCK MECHANISM’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33059 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE RECLASSIFY’.
19.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33059 H’
06.03.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33072

Details: wagon ‘ROAX 33072 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33072(USED FOR NITRATE & GEN.TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘DOOR HINGES AND PINS’.
04.01.1994 Repair ‘DOOR LOCK MECHANISM’.
04.01.1994 Repair ‘DOOR OPENING MECHANISM’.

14984



2.691. Wagon classification starting with ‘ROA’

04.01.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WODX 33072 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘WODX 33072 P’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.

ROAX 33080

Details: wagon ‘ROAX 33080 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

02.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33080 T’
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33080 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOAX 33080 T’
16.12.1994 Repair ‘VEHICLE RECLASSIFY’.
16.12.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘WOAX 33080 T’
05.02.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33081

Details: wagon ‘ROAX 33081 A’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33081 F’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33081 F’
12.07.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33084

Details: wagon ‘ROAX 33084 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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02.08.1994 Issued at location ‘One spot’ with a previous code of wagon
‘WOAX 33084 J’

05.09.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33090

Details: wagon ‘ROAX 33090 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

15.06.1991 Repair ‘SIDE STEP’.
15.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33090 E’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33090 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33090 E’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33092

Details: wagon ‘ROAX 33092 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33092 W’
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WOAX 33092 W’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33104

Details: wagon ‘ROAX 33104 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
BSG Code: WXOZ

Capacity of 51 tonnes

30.06.1993 Repair ‘GRADE CONTROL VALVE’.
30.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33104 V’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33104 V’
08.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33104 V’
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22.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33104 V’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33104 V’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘YOKE CARRIER’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33104 V’
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33104 V’
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33104 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33104 V’
19.02.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33106

Details: wagon ‘ROAX 33106 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

29.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘WOAX 33106 Q’
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33106 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
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25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOAX 33106 Q’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33108

Details: wagon ‘ROAX 33108 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33108 EX WODX 33108 U
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WODX 33108 U’
25.04.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33114

Details: wagon ‘ROAX 33114 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
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BSG Code: WXOZ

Capacity of 51 tonnes

10.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33114 G’
10.12.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33114 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33114 G’

ROAX 33116

Details: wagon ‘ROAX 33116 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
BSG Code: WXOZ

Capacity of 51 tonnes

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33116 B’
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘YOKE CARRIER’.
18.08.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33116 B’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘END BRAKE COCK’.
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18.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon
‘WOAX 33116 B’

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.03.1991 Repair ‘BRANCH PIPE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33116 B’
01.01.1994 Repair ‘HANDBRAKE HANDLE’.
01.01.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33116 B’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33116 B’
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33116 B’

ROAX 33125

Details: wagon ‘ROAX 33125 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33125 A
BSG Code: WXOZ

Capacity of 51 tonnes

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAX 33125 A’
20.12.1994 Repair ‘VEHICLE COMPLETE’.

ROAX 33129

Details: wagon ‘ROAX 33129 X’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33129 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1995 Issued at location ‘Perth’ with a previous code of wagon ‘WOAX 33129 N’

ROAX 33132

Details: wagon ‘ROAX 33132 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WODX 33132 N
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

30.12.1994 Repair ‘VEHICLE RECLASSIFY’.
30.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘WODX 33132 N’
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ROAX 33133

Details: wagon ‘ROAX 33133 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WODX
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

31.01.1992 Repair ‘HANDBRAKE HANDLE’.
31.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WODX 33133 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WODX 33133 W’
02.03.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33135

Details: wagon ‘ROAX 33135 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WGG 33135
BSG Code: WSOZ
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Capacity of 51 tonnes

02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAX 33135 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘WOAX 33135 X’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33141

Details: wagon ‘ROAX 33141 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
BSG Code: WXOZ

Capacity of 51 tonnes

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Repair ‘GRADE CONTROL VALVE’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33141 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOAX 33141 D’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WOAX 33141 D’
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ROAX 33148

Details: wagon ‘ROAX 33148 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WOAX 33148 U’
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33148 U’

ROAX 33160

Details: wagon ‘ROAX 33160 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WODX
Wagon Width: 2556mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BRAKE LEVER’.
13.04.1993 Repair ‘VEHICLE COMPLETE’.
13.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WODX 33160 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WODX 33160 T’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33174

Details: wagon ‘ROAX 33174 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WODX
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘DOOR COMPLETE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WODX 33174 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘WODX 33174 R’

13.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33181

Details: wagon ‘ROAX 33181 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33181 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33181 M’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33181 M’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33183

Details: wagon ‘ROAX 33183 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WOAX 33183 H’
26.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.08.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33183 H’
28.09.1993 Repair ‘YOKE CARRIER’.
28.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33183 H’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33183 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33183 H’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33183 H’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33187

Details: wagon ‘ROAX 33187 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ
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Capacity of 51 tonnes

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘DOOR HINGES AND PINS’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33187 U’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33187 U’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33187 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon

‘WOAX 33187 U’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33198

Details: wagon ‘ROAX 33198 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

25.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1993 Issued at location ‘Mile End’ with a previous code of wagon

‘WOAX 33198 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.

(NRC042)’. New class: ‘ROAX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon
‘WOAX 33198 Y’

12.08.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33200

Details: wagon ‘ROAX 33200 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33200
BSG Code: WXOZ

Capacity of 54.3 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WODX 33200 B’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WODX 33200 B’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.

ROAX 33206

Details: wagon ‘ROAX 33206 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘.
(NRC042)’. New class: ‘ROAX’.

03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33206 A’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WOAX 33206 A’

ROAX 33225

Details: wagon ‘ROAX 33225 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33225 H
BSG Code: WXOZ

Capacity of 51 tonnes

07.03.1995 Repair ‘VEHICLE RECLASSIFY’.
07.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAX 33225 H’

2.692 Wagon classification starting with ‘ROB’

ROBX 1

23.05.1996 Reclassified from wagon ‘ROBX 1 V’ to ’ wagon ‘ROJX 1 W’.
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ROBX 4

05.12.1996 Reclassified from wagon ‘ROBX 4 C’ to ’ wagon ‘ROJX 4 D’.

ROBX 6

Details: wagon ‘ROBX 6 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX6G/VCCX6D / RCCX 6 W
BSG Code: VXKI

Capacity of 47 tonnes

19.02.1996 Repair ‘VEHICLE RECLASSIFY’.
19.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 6 W’

ROBX 8

Details: wagon ‘ROBX 8 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VCVX 8 J / RCVX 8 F
BSG Code: VXKI

Capacity of 51 tonnes

22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
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22.12.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RCVX 8 F’

12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RCVX 8 F’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RCVX 8 F’
05.12.1996 Repair ‘VEHICLE RECLASSIFY’.
05.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCVX 8 F’

ROBX 13

09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.04.1992 Repair ‘SIDE BEARER’.
09.04.1992 Repair ‘TRAIN PIPE (END)’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 13 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 13 F’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.07.1995 Reclassified from wagon ‘ROBX 13 B’ to ’ wagon ‘ROJX 13 C’.

ROBX 15

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘DOOR COMPLETE’.
11.01.1991 Repair ‘HANDRAILS END’.
11.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOCX 15 D’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘DOOR LOCK MECHANISM’.
15.02.1991 Repair ‘DOOR OPENING MECHANISM’.
15.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
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15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 15 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 15 D’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.07.1995 Reclassified from wagon ‘ROBX 15 T’ to ’ wagon ‘ROJX 15 U’.

ROBX 17

05.12.1996 Reclassified from wagon ‘ROBX 17 Y’ to ’ wagon ‘ROJX 17 P’.

ROBX 21

Details: wagon ‘ROBX 21 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-3
Date Built: 21.05.1965
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 21Q
BSG Code: VXKI

Capacity of 51 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 21 Q’
14.05.1996 Repair ‘VEHICLE RECLASSIFY’.
14.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 21 Q’

ROBX 23

29.08.1990 Repair ‘TOP CENTRE PLATE’.
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29.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 23 Q’
25.06.1993 Repair ‘HANDRAILS END’.
25.06.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 23 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VOCX 23 Q’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Reclassified from wagon ‘ROBX 23 J’ to ’ wagon ‘ROJX 23 K’.

ROBX 25

27.03.1995 Reclassified from wagon ‘ROBX 25 E’ to ’ wagon ‘RKLX 25 D’.

ROBX 27

Details: wagon ‘ROBX 27 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VOSX 27 / VCCX 27 F / RCCX 27 B
BSG Code: VXKI

Capacity of 51 tonnes

19.02.1996 Repair ‘VEHICLE RECLASSIFY’.
19.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 27 B’

ROBX 30

Details: wagon ‘ROBX 30 N’ in AN ‘Mainland Division’.
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2.692. Wagon classification starting with ‘ROB’

Owner: NRC
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX RCCX 30 P
BSG Code: VXKI

Capacity of 51 tonnes

19.02.1996 Repair ‘VEHICLE RECLASSIFY’.
19.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RCCX 30 P’

ROBX 32

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOFX 32 B’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.06.1995 Reclassified from wagon ‘ROBX 32 X’ to ’ wagon ‘ROJX 32 J’.

ROBX 36

10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 36 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 36 Y’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC
(PMPROG)’.

22.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.06.1995 Reclassified from wagon ‘ROBX 36 V’ to ’ wagon ‘ROJX 36 W’.

ROBX 37

Details: wagon ‘ROBX 37 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 37 A’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 40

26.08.1993 Repair ‘STEP’.
26.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 40 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘VOBX 40 C’

23.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
07.08.1995 Reclassified from wagon ‘ROBX 40 V’ to ’ wagon ‘ROJX 40 W’.

ROBX 45

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 45 B’
06.05.1993 Repair ‘VEHICLE STENCILS’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOBX 45 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 45 B’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
25.07.1995 Reclassified from wagon ‘ROBX 45 U’ to ’ wagon ‘ROJX 45 V’.

ROBX 46

25.01.1995 Reclassified from wagon ‘ROBX 46 G’ to ’ wagon ‘RKUX 46 J’.

ROBX 48

Details: wagon ‘ROBX 48 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 22.02.1988
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

Capacity of 51 tonnes

31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘WHEEL SET’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 48 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOBX 48 F’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 51

23.05.1996 Reclassified from wagon ‘ROBX 51 P’ to ’ wagon ‘ROJX 51 Q’.

ROBX 54

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOFX 54 M’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.07.1995 Reclassified from wagon ‘ROBX 54 T’ to ’ wagon ‘ROJX 54 U’.

ROBX 55

Details: wagon ‘ROBX 55 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 55 J’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 56

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 56 S’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.07.1995 Reclassified from wagon ‘ROBX 56 Y’ to ’ wagon ‘ROJX 56 P’.

ROBX 59

25.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
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25.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 59 W’
07.04.1993 Repair ‘STEP’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 59 W’
11.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 59 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 59 W’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.01.1996 Reclassified from wagon ‘ROBX 59 S’ to ’ wagon ‘ROJX 59 T’.

ROBX 61

16.02.1995 Reclassified from wagon ‘ROBX 61 A’ to ’ wagon ‘RKBX 61 P’.

ROBX 64

25.01.1995 Reclassified from wagon ‘ROBX 64 E’ to ’ wagon ‘RKCX 64 W’.

ROBX 66

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC
(PMPROG)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.04.1996 Reclassified from wagon ‘ROBX 66 W’ to ’ wagon ‘ROJX 66 A’.
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ROBX 68

30.08.1989 Repair ‘HANDRAILS END’.
30.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 68 V’
09.09.1992 Repair ‘SIDE STEP’.
09.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 68 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 68 V’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Reclassified from wagon ‘ROBX 68 R’ to ’ wagon ‘ROJX 68 S’.

ROBX 69

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 69 K’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.06.1995 Reclassified from wagon ‘ROBX 69 D’ to ’ wagon ‘ROJX 69 E’.

ROBX 71

07.10.1996 Reclassified from wagon ‘ROBX 71 X’ to ’ wagon ‘ROJX 71 J’.

ROBX 73

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOBX 73 H’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.07.1995 Reclassified from wagon ‘ROBX 73 D’ to ’ wagon ‘ROJX 73 E’.

ROBX 74

Details: wagon ‘ROBX 74 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 74 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOCX 74 T’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 75

Details: wagon ‘ROBX 75 V’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

14.02.1990 Repair ‘DOOR COMPLETE’.
14.02.1990 Repair ‘DOOR OPENING MECHANISM’.
14.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 75 C’
24.04.1990 Repair ‘HANDRAILS END’.
24.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 75 C’
11.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 75 C’
12.08.1993 Repair ‘HANDRAILS’.
12.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 75 C’
21.08.1993 Repair ‘YOKE CARRIER’.
21.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 75 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 75 C’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 77

02.10.1993 Repair ‘YOKE COMPLETE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 77 J’
20.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘YOKE COMPLETE’.
20.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 77 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 77 J’
03.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.07.1995 Reclassified from wagon ‘ROBX 77 Q’ to ’ wagon ‘ROJX 77 R’.

ROBX 78

24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 78 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOBX 78 G’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.07.1995 Reclassified from wagon ‘ROBX 78 C’ to ’ wagon ‘ROJX 78 D’.

ROBX 79

02.04.1990 Repair ‘HANDRAILS’.
02.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 79 S’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘BOGIE SPRING’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 79 S’
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.08.1993 Repair ‘EMPTY LOAD VALVE’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOCX 79 S’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BRAKE PULL ROD’.
25.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOCX 79 S’
03.09.1993 Repair ‘BOGIE SIDEFRAME’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOCX 79 S’
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOCX 79 S’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 79 S’
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 79 S’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.07.1995 Reclassified from wagon ‘ROBX 79 L’ to ’ wagon ‘ROJX 79 M’.

ROBX 83

03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 83 S’
18.10.1991 Repair ‘STEP’.
18.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 83 S’
20.07.1993 Repair ‘HANDRAILS END’.
20.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 83 S’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 83 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 83 S’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
29.06.1995 Reclassified from wagon ‘ROBX 83 L’ to ’ wagon ‘ROJX 83 M’.

ROBX 84

02.06.1992 Repair ‘STEP’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 84 N’
23.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 84 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 84 N’
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09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOFX 84 N’
18.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Reclassified from wagon ‘ROBX 84 U’ to ’ wagon ‘ROJX 84 V’.

ROBX 85

28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BEARINGS’.
28.08.1990 Repair ‘STEP’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 85 K’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 85 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 85 K’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
25.07.1995 Reclassified from wagon ‘ROBX 85 G’ to ’ wagon ‘ROJX 85 H’.

ROBX 86

17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BRAKE LEVER’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.11.1992 Repair ‘SIDE STEP’.
17.11.1992 Repair ‘STEP’.
17.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 86 X’
15.12.1993 Repair ‘STEP’.
15.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 86 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 86 X’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
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24.02.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.06.1995 Reclassified from wagon ‘ROBX 86 P’ to ’ wagon ‘ROJX 86 Q’.

ROBX 87

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VOFX 87 R’
18.03.1995 Reclassified from wagon ‘ROBX 87 B’ to ’ wagon ‘RKLX 87 A’.

ROBX 88

25.08.1993 Repair ‘DOOR LOCK MECHANISM’.
25.08.1993 Repair ‘HANDRAILS END’.
25.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 88 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOBX 88 Y’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
07.08.1995 Reclassified from wagon ‘ROBX 88 K’ to ’ wagon ‘ROJX 88 L’.

ROBX 89

Details: wagon ‘ROBX 89 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 89 D’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 89 D’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 90

Details: wagon ‘ROBX 90 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

02.06.1992 Repair ‘STEP’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 90 W’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE SPRING’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 90 W’
12.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 90 W’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
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16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 90 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 90 W’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 95

Details: wagon ‘ROBX 95 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

03.06.1992 Repair ‘HANDRAILS END’.
03.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 95 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 95 S’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROBX 97

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

03.01.1996 Repair ‘VEHICLE RECLASSIFY’.
03.01.1996 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOBX 97 N’
05.01.1996 Reclassified from wagon ‘ROBX 97 J’ to ’ wagon ‘ROJX 97 K’.

ROBX 98

04.01.1990 Repair ‘END HOSE’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 98 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 98 W’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.07.1995 Reclassified from wagon ‘ROBX 98 S’ to ’ wagon ‘ROJX 98 T’.

ROBX 102

Details: wagon ‘ROBX 102 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 102 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 102 S’
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06.08.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 103

Details: wagon ‘ROBX 103 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

20.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 103 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 103 E’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ROBX 108

21.05.1996 Reclassified from wagon ‘ROBX 108 W’ to ’ wagon ‘ROJX 108 A’.

ROBX 110

07.10.1996 Reclassified from wagon ‘ROBX 110 E’ to ’ wagon ‘ROJX 110 F’.

ROBX 111

Details: wagon ‘ROBX 111 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

02.07.1993 Repair ‘HANDRAILS’.
02.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 111 R’
29.10.1993 Repair ‘HANDRAILS END’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 111 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 111 R’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROBX 112

Details: wagon ‘ROBX 112 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

04.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 112 D’
26.09.1992 Repair ‘HANDRAILS’.
26.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 112 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VOBX 112 D’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 113

Details: wagon ‘ROBX 113 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 113 P’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 114

17.08.1989 Repair ‘SIDE STEP’.
17.08.1989 Repair ‘STEP’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 114 B’
28.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.08.1989 Repair ‘SIDE STEP’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 114 B’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘STEP’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 114 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 114 B’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.06.1995 Reclassified from wagon ‘ROBX 114 R’ to ’ wagon ‘RKEX 114 S’.

ROBX 115

28.11.1993 Repair ‘SIDE STEP’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 115 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 115 H’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Reclassified from wagon ‘ROBX 115 D’ to ’ wagon ‘RKLX 115 C’.

ROBX 116

16.02.1995 Reclassified from wagon ‘ROBX 116 M’ to ’ wagon ‘RKCX 116 H’.

ROBX 118

27.02.1995 Reclassified from wagon ‘ROBX 118 H’ to ’ wagon ‘RKCX 118 C’.

ROBX 120

25.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 120 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘VOFX 120 F’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.06.1995 Reclassified from wagon ‘ROBX 120 M’ to ’ wagon ‘RKUX 120 P’.

ROBX 121

Details: wagon ‘ROBX 121 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 121 C’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 122

Details: wagon ‘ROBX 122 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 122 Y’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 123

Details: wagon ‘ROBX 123 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

16.07.1993 Repair ‘HANDRAILS END’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 123 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOFX 123 J’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 124

Details: wagon ‘ROBX 124 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

09.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 124 J’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘EMPTY LOAD VALVE’.
18.11.1993 Repair ‘GRADE CONTROL VALVE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 124 J’
20.01.1994 Repair ‘STEP’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 124 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Broken Hill’ with a previous code of wagon ‘VOCX 124 J’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 127

Details: wagon ‘ROBX 127 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 127 W’
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 127 W’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 128

Details: wagon ‘ROBX 128 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

23.06.1993 Repair ‘SIDE STEP’.
23.06.1993 Repair ‘STEP’.
23.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 128 W’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 128 W’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 130

Details: wagon ‘ROBX 130 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 130 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 130 E’
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 130 E’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 134

Details: wagon ‘ROBX 134 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: STORED 05.09.94
BSG Code: VXOZ

Capacity of 51 tonnes

11.04.1991 Repair ‘STEP’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 134 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 134 R’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 135

Details: wagon ‘ROBX 135 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 135 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOFX 135 M’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 137

31.01.1995 Reclassified from wagon ‘ROBX 137 Y’ to ’ wagon ‘RKCX 137 J’.

ROBX 138

Details: wagon ‘ROBX 138 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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09.01.1993 Repair ‘HANDRAILS’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 138 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 138 H’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 139

Details: wagon ‘ROBX 139 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

20.01.1992 Repair ‘STEP’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 139 Q’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘BRANCH PIPE’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 139 Q’
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 139 Q’
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20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘VEHICLE COMPLETE’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 139 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 139 Q’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 140

Details: wagon ‘ROBX 140 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX
BSG Code: VXOZ

Capacity of 51 tonnes

27.09.1989 Repair ‘STEP’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 140 J’
21.01.1991 Repair ‘END BRAKE COCK’.
21.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 140 J’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘VEHICLE COMPLETE’.
13.03.1992 Repair ‘WHEEL SET’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 140 J’
09.12.1992 Repair ‘HANDRAILS END’.
09.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 140 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 140 J’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 142

Details: wagon ‘ROBX 142 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

23.10.1993 Repair ‘HANDRAILS’.
23.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 142 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 142 H’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 146

Details: wagon ‘ROBX 146 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 146 G’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 146 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 146 G’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 149

Details: wagon ‘ROBX 149 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

20.10.1993 Repair ‘HANDRAILS END’.
20.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 149 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 149 V’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 150

Details: wagon ‘ROBX 150 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 150 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 150 G’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 150 G’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 151

Details: wagon ‘ROBX 151 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 151 D’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 151 D’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 152

Details: wagon ‘ROBX 152 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘CARD OR CLIP HOLDER’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 152 B’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘BRAKE LEVER’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘WHEEL SET’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 152 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 152 B’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
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04.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 153

Details: wagon ‘ROBX 153 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 153 V’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOBX 153 V’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 154

Details: wagon ‘ROBX 154 D’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VOFX 154 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 154 T’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 155

Details: wagon ‘ROBX 155 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 155 F’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 157

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 157 Y’
28.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 157 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 157 Y’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 157 Y’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.06.1995 Reclassified from wagon ‘ROBX 157 H’ to ’ wagon ‘RKEX 157 X’.

ROBX 158

Details: wagon ‘ROBX 158 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

16.10.1993 Repair ‘HANDRAILS END’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 158 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 158 A’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 159

Details: wagon ‘ROBX 159 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VOFX 159 S’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

26.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 160

Details: wagon ‘ROBX 160 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1993 Repair ‘COUPLER KNUCKLE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 160 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOBX 160 C’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
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ROBX 162

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 162 U’
25.11.1993 Repair ‘END HOSE’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 162 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 162 U’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
01.07.1995 Reclassified from wagon ‘ROBX 162 Q’ to ’ wagon ‘RKCX 162 L’.

ROBX 163

Details: wagon ‘ROBX 163 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 163 S’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 163 S’
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22.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 164

Details: wagon ‘ROBX 164 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘AXLEBOX’.
05.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOBX 164 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 164 P’
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 164 P’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 165

Details: wagon ‘ROBX 165 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

29.01.1990 Repair ‘HANDRAILS’.
29.01.1990 Repair ‘STEP’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 165 B’
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 165 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 165 B’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 166

Details: wagon ‘ROBX 166 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX
BSG Code: VXOZ

Capacity of 51 tonnes

08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘YOKE CARRIER’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 166 K’
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BEARINGS’.
04.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1994 Repair ‘BOGIE COMPLETE’.
04.02.1994 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘BRANCH PIPE’.
04.02.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1994 Repair ‘UNDERFRAME COMPLETE’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 166 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 166 K’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
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23.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 167

Details: wagon ‘ROBX 167 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X ROBX 167 P; EX RKLX 167
BSG Code: VXOZ

Capacity of 51 tonnes

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘BOGIE SPRING’.
02.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKLX 167 Y’
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RKLX 167 Y’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKLX 167 Y’
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘RKLX 167 Y’
13.06.1995 Repair ‘VEHICLE RECLASSIFY’.
13.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLX 167 Y’
16.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
30.08.1995 Repair ‘VEHICLE RECLASSIFY’.
30.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLX 167 Y’
09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RKLX 167 Y’
28.09.1995 Repair ‘VEHICLE RECLASSIFY’.
28.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLX 167 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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18.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 168

Details: wagon ‘ROBX 168 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 168 R’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 169

Details: wagon ‘ROBX 169 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 169 R
BSG Code: VXOZ
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Capacity of 51 tonnes

25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 169 D’
05.03.1994 Repair ‘BRAKE SPRING’.
05.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 169 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VOFX 169 D’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 170

02.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 170 N’
28.05.1991 Repair ‘DOOR LOCK MECHANISM’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 170 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 170 N’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.06.1995 Reclassified from wagon ‘ROBX 170 G’ to ’ wagon ‘RKEX 170 H’.

ROBX 171

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 171 W’
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23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.06.1995 Reclassified from wagon ‘ROBX 171 P’ to ’ wagon ‘RKEX 171 Q’.

ROBX 172

Details: wagon ‘ROBX 172 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

08.11.1990 Repair ‘STEP’.
08.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 172 X’
16.07.1993 Repair ‘HANDRAILS’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 172 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 172 X’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 173

27.02.1995 Reclassified from wagon ‘ROBX 173 K’ to ’ wagon ‘RKCX 173 F’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.

ROBX 174

Details: wagon ‘ROBX 174 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 174 D’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 175

13.06.1996 Reclassified from wagon ‘ROBX 175 F’ to ’ wagon ‘RKEX 175 G’.

ROBX 176

23.02.1995 Reclassified from wagon ‘ROBX 176 Y’ to ’ wagon ‘RKCX 176 J’.
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ROBX 180

Details: wagon ‘ROBX 180 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 180 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 180 V’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 181

28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘HANDRAILS END’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 181 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 181 E’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC
(PMPROG)’.

18.04.1995 Reclassified from wagon ‘ROBX 181 A’ to ’ wagon ‘RKLX 181 W’.

ROBX 182

Details: wagon ‘ROBX 182 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘WHEEL SET’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 182 N’
27.10.1991 Repair ‘HANDRAILS END’.
27.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 182 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 182 N’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 183

Details: wagon ‘ROBX 183 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 183 C’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 184

14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 184 L’
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 184 L’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘DOOR COMPLETE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
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18.10.1993 Repair ‘SIDE SILL’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 184 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 184 L’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
18.04.1995 Reclassified from wagon ‘ROBX 184 E’ to ’ wagon ‘RKCX 184 W’.

ROBX 185

Details: wagon ‘ROBX 185 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 185 R’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 186

Details: wagon ‘ROBX 186 W’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 186 G’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 187

25.01.1995 Reclassified from wagon ‘ROBX 187 X’ to ’ wagon ‘RKCX 187 D’.

ROBX 188

01.02.1995 Reclassified from wagon ‘ROBX 188 R’ to ’ wagon ‘RKCX 188 M’.

ROBX 189

Details: wagon ‘ROBX 189 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2

15060



2.692. Wagon classification starting with ‘ROB’

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Port Waratah’ with a previous code of wagon

‘VOCX 189 K’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 190

Details: wagon ‘ROBX 190 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 190 G
BSG Code: VXOZ

Capacity of 51 tonnes

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 190 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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29.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘VOFX 190 P’

20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 192

Details: wagon ‘ROBX 192 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 192 V’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 192 V’
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 192 V’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.

15062



2.692. Wagon classification starting with ‘ROB’

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ROBX 193

Details: wagon ‘ROBX 193 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

28.02.1995 Repair ‘VEHICLE RECLASSIFY’.
28.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 193 T’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 194

Details: wagon ‘ROBX 194 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
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Intended Use: STEEL BULK
Remarks: EX VOFX 194 F
BSG Code: VXOZ

Capacity of 53 tonnes

29.10.1994 Repair ‘VEHICLE RECLASSIFY’.
29.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 194 F’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 196

25.01.1995 Reclassified from wagon ‘ROBX 196 H’ to ’ wagon ‘RKCX 196 C’.

ROBX 198

Details: wagon ‘ROBX 198 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

20.10.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 198 S’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 198 S’
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18.08.1990 Repair ‘HANDRAILS END’.
18.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 198 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 198 S’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 199

Details: wagon ‘ROBX 199 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 199
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

11.10.1989 Repair ‘HOSE FITTINGS’.
11.10.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 199 E’
15.10.1989 Repair ‘END BRAKE COCK’.
15.10.1989 Repair ‘END HOSE’.
15.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 199 E’
04.08.1993 Repair ‘HANDRAILS’.
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04.08.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 199 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOFX 199 E’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 200

16.02.1995 Reclassified from wagon ‘ROBX 200 D’ to ’ wagon ‘RKCX 200 V’.

ROBX 201

Details: wagon ‘ROBX 201 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

20.01.1992 Repair ‘STEP’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 201 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 201 T’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 203

Details: wagon ‘ROBX 203 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

25.06.1990 Repair ‘HANDRAILS END’.
25.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 203 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Perth’ with a previous code of wagon ‘VOFX 203 A’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 204

16.03.1995 Reclassified from wagon ‘ROBX 204 Q’ to ’ wagon ‘RKLX 204 P’.
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ROBX 205

Details: wagon ‘ROBX 205 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘BOGIE SPRING’.
18.04.1991 Repair ‘BRANCH PIPE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 205 J’
24.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 205 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOCX 205 J’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 206

10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘AXLEBOX’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 206 E’
23.11.1992 Repair ‘HANDRAILS’.
23.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 206 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOFX 206 E’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
08.05.1995 Reclassified from wagon ‘ROBX 206 L’ to ’ wagon ‘RKCX 206 G’.

ROBX 209

Details: wagon ‘ROBX 209 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

15.11.1989 Repair ‘STEP’.
15.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 209 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 209 W’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 209 W’
07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOCX 209 W’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 210

Details: wagon ‘ROBX 210 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.12.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 210 E’
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOFX 210 E’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 213

Details: wagon ‘ROBX 213 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 213 W’
28.01.1994 Repair ‘STEP’.
28.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 213 W’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 213 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 213 W’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 214

Details: wagon ‘ROBX 214 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

27.10.1993 Repair ‘HANDRAILS’.
27.10.1993 Repair ‘HANDRAILS END’.
27.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 214 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 214 R’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 215

10.03.1995 Reclassified from wagon ‘ROBX 215 K’ to ’ wagon ‘RKLX 215 J’.

ROBX 216

Details: wagon ‘ROBX 216 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Repair ‘STEP’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 216 A’
08.10.1989 Repair ‘HANDRAILS’.
08.10.1989 Repair ‘HANDRAILS’.
08.10.1989 Repair ‘HANDRAILS END’.
08.10.1989 Repair ‘HANDRAILS END’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 216 A’
24.08.1992 Repair ‘SIDE STEP’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 216 A’
03.02.1993 Repair ‘HANDRAILS’.
03.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 216 A’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘END BRAKE COCK’.
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06.01.1994 Repair ‘END HOSE’.
06.01.1994 Repair ‘TRAIN PIPE (END)’.
06.01.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 216 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 216 A’
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 216 A’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 218

Details: wagon ‘ROBX 218 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 218 V’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 218 V’
14.12.1993 Repair ‘HANDRAILS’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 218 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 218 V’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 221

Details: wagon ‘ROBX 221 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 221 / VOFX 221 V
BSG Code: VXOZ

Capacity of 51 tonnes

03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘HANDRAILS END’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 221 V’
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03.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 221 V’
15.05.1991 Repair ‘STEP’.
15.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 221 V’
28.05.1991 Repair ‘SIDE STEP’.
28.05.1991 Repair ‘STEP’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 221 V’
02.06.1991 Repair ‘SIDE STEP’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 221 V’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER KNUCKLE’.
26.10.1993 Repair ‘WHEEL SET’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 221 V’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE SPRING’.
05.01.1994 Repair ‘COUPLER COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 221 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE RECLASSIFY’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 221 V’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE RECLASSIFY’.
06.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 221 V’
15.09.1995 Repair ‘VEHICLE RECLASSIFY’.
15.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 221 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 222

Details: wagon ‘ROBX 222 Y’ in AN ‘Mainland Division’.

Owner: V/LINE

15075



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

05.12.1989 Repair ‘STEP’.
05.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 222 S’
08.04.1991 Repair ‘HANDRAILS’.
08.04.1991 Repair ‘HANDRAILS END’.
08.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 222 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 222 S’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 223

27.03.1995 Reclassified from wagon ‘ROBX 223 A’ to ’ wagon ‘RKLX 223 W’.

ROBX 225

Details: wagon ‘ROBX 225 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOCX 225 C’

ROBX 226

03.02.1995 Reclassified from wagon ‘ROBX 226 E’ to ’ wagon ‘RKUX 226 H’.

ROBX 227

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘WHEEL SET’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 227 G’
13.11.1993 Repair ‘HANDRAILS END’.
13.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 227 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 227 G’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
18.04.1995 Reclassified from wagon ‘ROBX 227 N’ to ’ wagon ‘RKLX 227 M’.

ROBX 228

Details: wagon ‘ROBX 228 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

23.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 228 P’
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘VOFX 228 P’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 230

08.05.1992 Repair ‘SIDE BEARER’.
08.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 230 U’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 230 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 230 U’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Reclassified from wagon ‘ROBX 230 E’ to ’ wagon ‘RKLX 230 D’.

ROBX 235

Details: wagon ‘ROBX 235 D’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

05.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 235 T’
05.03.1994 Repair ‘HANDRAILS’.
05.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 235 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VOFX 235 T’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 236

Details: wagon ‘ROBX 236 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 236 F’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 237

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOFX 237 Y’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.06.1995 Reclassified from wagon ‘ROBX 237 V’ to ’ wagon ‘RKLX 237 U’.

ROBX 238

Details: wagon ‘ROBX 238 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 238 A’
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOFX 238 A’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 239

03.04.1995 Reclassified from wagon ‘ROBX 239 Q’ to ’ wagon ‘RKLX 239 P’.

ROBX 240

Details: wagon ‘ROBX 240 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 240
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 240 F’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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05.08.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 241

Details: wagon ‘ROBX 241 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOCX 241 F’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 242

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VOFX 242 A’
18.03.1995 Reclassified from wagon ‘ROBX 242 H’ to ’ wagon ‘RKLX 242 G’.
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ROBX 245

Details: wagon ‘ROBX 245 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

25.05.1991 Repair ‘STEP’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 245 S’
11.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 245 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VOCX 245 S’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 246

Details: wagon ‘ROBX 246 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 246 E
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 246 N’
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 246 N’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 247

Details: wagon ‘ROBX 247 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VOFX 247 W’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ROBX 250

Details: wagon ‘ROBX 250 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

17.05.1991 Repair ‘HANDRAILS END’.
17.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 250 E’
13.01.1992 Repair ‘VEHICLE COMPLETE’.
13.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 250 E’
16.02.1993 Repair ‘BRANCH PIPE’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘SIDE STEP’.
16.02.1993 Repair ‘STEP’.
16.02.1993 Repair ‘STEP’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 250 E’
03.07.1993 Repair ‘HANDRAILS’.
03.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 250 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 250 E’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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15.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 254

Details: wagon ‘ROBX 254 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 254 D’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 255

21.04.1993 Repair ‘HANDRAILS’.
21.04.1993 Repair ‘SIDE STEP’.
21.04.1993 Repair ‘STEP’.
21.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 255 A’
09.11.1993 Repair ‘HANDRAILS END’.
09.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 255 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 255 A’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
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19.10.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
18.04.1995 Reclassified from wagon ‘ROBX 255 T’ to ’ wagon ‘RKLX 255 S’.

ROBX 256

Details: wagon ‘ROBX 256 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 256 M’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 260

Details: wagon ‘ROBX 260 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

27.05.1992 Repair ‘HANDRAILS’.
27.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 260 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOFX 260 V’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 261

Details: wagon ‘ROBX 261 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BRAKE BLOCK RB95’.
21.09.1989 Repair ‘BRANCH PIPE’.
21.09.1989 Repair ‘COUPLER COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘EMPTY LOAD VALVE’.
21.09.1989 Repair ‘GRADE CONTROL VALVE’.
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21.09.1989 Repair ‘HANDRAILS END’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1989 Repair ‘STRIKING CASTING’.
21.09.1989 Repair ‘VEHICLE COMPLETE’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 261 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 261 V’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 262

Details: wagon ‘ROBX 262 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX 262 Q
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BSG Code: VXOZ

Capacity of 53 tonnes

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

16.11.1995 Repair ‘VEHICLE RECLASSIFY’.
16.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 262 Q’

ROBX 264

Details: wagon ‘ROBX 264 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 264 L’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 267

Details: wagon ‘ROBX 267 W’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX
BSG Code: VXOZ

Capacity of 51 tonnes

28.07.1989 Repair ‘HANDRAILS’.
28.07.1989 Repair ‘STEP’.
28.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 267 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 267 P’
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘VOFX 267 P’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 269

Details: wagon ‘ROBX 269 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX
BSG Code: VXOZ

Capacity of 51 tonnes

04.05.1993 Repair ‘VEHICLE COMPLETE’.
04.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 269 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOFX 269 K’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 270

31.01.1995 Reclassified from wagon ‘ROBX 270 N’ to ’ wagon ‘RKLX 270 M’.

ROBX 273

03.04.1995 Reclassified from wagon ‘ROBX 273 R’ to ’ wagon ‘RKCX 273 M’.

ROBX 276

05.04.1995 Reclassified from wagon ‘ROBX 276 V’ to ’ wagon ‘RKLX 276 U’.

ROBX 277

Details: wagon ‘ROBX 277 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL

15092



2.692. Wagon classification starting with ‘ROB’

BSG Code: VXOZ

Capacity of 51 tonnes

18.06.1992 Repair ‘HANDRAILS’.
18.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 277 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VOBX 277 L’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 278

01.02.1995 Reclassified from wagon ‘ROBX 278 Q’ to ’ wagon ‘RKCX 278 L’.

ROBX 279

Details: wagon ‘ROBX 279 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

28.09.1993 Repair ‘YOKE CARRIER’.
28.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 279 S’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE SPRING’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 279 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 279 S’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 280

Details: wagon ‘ROBX 280 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RKUX 280 B
BSG Code: VXOZ

Capacity of 51 tonnes

03.04.1992 Repair ‘HANDRAILS’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKUX 280 B’
28.01.1994 Repair ‘HANDRAILS’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RKUX 280 B’
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKUX 280 B’
01.02.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RKUX 280 B’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKUX 280 B’

ROBX 281

27.02.1995 Reclassified from wagon ‘ROBX 281 H’ to ’ wagon ‘RKCX 281 C’.
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ROBX 282

Details: wagon ‘ROBX 282 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VOFX 282 J’
28.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 283

Details: wagon ‘ROBX 283 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
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11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 283 J’
12.06.1993 Repair ‘HANDRAILS END’.
12.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 283 J’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘EMPTY LOAD VALVE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 283 J’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE SPRING’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 283 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 283 J’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.12.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 284

27.02.1995 Reclassified from wagon ‘ROBX 284 L’ to ’ wagon ‘RKCX 284 G’.

ROBX 287

01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 287 T’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 287 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 287 T’
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13.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.06.1995 Reclassified from wagon ‘ROBX 287 P’ to ’ wagon ‘RKLX 287 Y’.

ROBX 288

Details: wagon ‘ROBX 288 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘BRAKE PULL ROD’.
05.09.1989 Repair ‘BRANCH PIPE’.
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 288 X’
28.05.1991 Repair ‘HANDRAILS’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 288 X’
09.09.1993 Repair ‘HANDRAILS’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 288 X’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRANCH PIPE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 288 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VOCX 288 X’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 290

05.04.1995 Reclassified from wagon ‘ROBX 290 G’ to ’ wagon ‘RKLX 290 F’.

ROBX 294

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 294 D’
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 294 D’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Reclassified from wagon ‘ROBX 294 T’ to ’ wagon ‘RKLX 294 S’.

ROBX 297

05.04.1995 Reclassified from wagon ‘ROBX 297 A’ to ’ wagon ‘RKLX 297 W’.

ROBX 298

08.07.1991 Repair ‘HANDRAILS END’.
08.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 298 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘VOFX 298 C’

30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC
(PMPROG)’.

18.04.1995 Reclassified from wagon ‘ROBX 298 J’ to ’ wagon ‘RKLX 298 X’.

ROBX 299

Details: wagon ‘ROBX 299 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

23.03.1992 Repair ‘STEP’.
23.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 299 C’
17.09.1992 Repair ‘STEP’.
17.09.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 299 C’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘AXLEBOX’.
21.04.1993 Repair ‘BRAKE BLOCK RB101’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 299 C’
23.05.1993 Repair ‘HANDRAILS’.
23.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 299 C’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 299 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 299 C’
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21.07.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 301

08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 301 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 301 M’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
18.04.1995 Reclassified from wagon ‘ROBX 301 T’ to ’ wagon ‘RKLX 301 S’.

ROBX 304

Details: wagon ‘ROBX 304 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

19.01.1990 Repair ‘HANDRAILS’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 304 H’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘BRAKE PULL ROD’.
30.07.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 304 H’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 304 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOCX 304 H’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 305

Details: wagon ‘ROBX 305 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 305 C’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 307

03.07.1995 Reclassified from wagon ‘ROBX 307 E’ to ’ wagon ‘RKLX 307 D’.

ROBX 308

13.03.1995 Reclassified from wagon ‘ROBX 308 N’ to ’ wagon ‘RKLX 308 M’.

ROBX 315

27.02.1995 Reclassified from wagon ‘ROBX 315 R’ to ’ wagon ‘RKCX 315 M’.

ROBX 317

Details: wagon ‘ROBX 317 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

03.07.1990 Repair ‘HANDRAILS END’.
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03.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 317 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 317 Q’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 318

Details: wagon ‘ROBX 318 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 318 Y’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
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ROBX 319

27.07.1995 Reclassified from wagon ‘ROBX 319 H’ to ’ wagon ‘RKLX 319 G’.

ROBX 320

28.03.1995 Repair ‘VEHICLE RECLASSIFY’.
28.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 320 T’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.06.1995 Reclassified from wagon ‘ROBX 320 D’ to ’ wagon ‘RKLX 320 C’.

ROBX 322

Details: wagon ‘ROBX 322 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘BRAKE PULL ROD’.
26.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 322 F’
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 322 F’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRAKE PULL ROD’.
08.11.1991 Repair ‘TRAIN PIPE (END)’.
08.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOCX 322 F’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘EMPTY LOAD VALVE’.
01.12.1992 Repair ‘GRADE CONTROL VALVE’.
01.12.1992 Repair ‘HANDRAILS END’.
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01.12.1992 Repair ‘STEP’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 322 F’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘NYLON HOSE’.
10.12.1992 Repair ‘TRAIN PIPE (END)’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 322 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VOCX 322 F’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 323

Details: wagon ‘ROBX 323 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

29.08.1989 Repair ‘SIDE STEP’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 323 Y’
12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 323 Y’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘HANDRAILS’.
17.12.1991 Repair ‘STEP’.
17.12.1991 Repair ‘TRAIN PIPE’.
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17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘VOCX 323 Y’

08.02.1993 Repair ‘HANDRAILS’.
08.02.1993 Repair ‘HANDRAILS’.
08.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 323 Y’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 323 Y’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 323 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 323 Y’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 324

Details: wagon ‘ROBX 324 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 324 A
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOFX 324 J’
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07.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 326

Details: wagon ‘ROBX 326 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

08.07.1992 Repair ‘STEP’.
08.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 326 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VOFX 326 E’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 327

Details: wagon ‘ROBX 327 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

13.07.1989 Repair ‘END HOSE’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 327 B’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE COMPLETE’.
02.10.1992 Repair ‘BRAKE PULL ROD’.
02.10.1992 Repair ‘END BRAKE COCK’.
02.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 327 B’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 327 B’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 327 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOBX 327 B’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 328

Details: wagon ‘ROBX 328 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOBX 328 K’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 329

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 329 X’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
28.06.1995 Reclassified from wagon ‘ROBX 329 P’ to ’ wagon ‘RKCX 329 K’.

ROBX 330

Details: wagon ‘ROBX 330 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘HANDRAILS’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 330 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 330 S’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 330 S’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 333

Details: wagon ‘ROBX 333 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

08.02.1993 Repair ‘SIDE STEP’.
08.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 333 W’
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23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 333 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 333 W’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 335

Details: wagon ‘ROBX 335 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER COMPLETE’.
21.04.1990 Repair ‘EMPTY LOAD VALVE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 335 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOBX 335 Y’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 337

Details: wagon ‘ROBX 337 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX
BSG Code: VXOZ

Capacity of 51 tonnes

13.06.1992 Repair ‘STEP’.
13.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 337 J’
09.11.1992 Repair ‘AXLEBOX’.
09.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 337 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 337 J’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 338

Details: wagon ‘ROBX 338 Y’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

20.08.1990 Repair ‘HANDRAILS’.
20.08.1990 Repair ‘HANDRAILS END’.
20.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 338 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 338 V’
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 338 V’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 339

01.02.1995 Reclassified from wagon ‘ROBX 339 A’ to ’ wagon ‘RKLX 339 W’.

ROBX 340

Details: wagon ‘ROBX 340 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX VOCX340/VOFX340M
BSG Code: VXOZ

Capacity of 51 tonnes

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 340 M’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 342

Details: wagon ‘ROBX 342 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

12.10.1993 Repair ‘BOGIE BOLSTER’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 342 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 342 V’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 343

13.04.1995 Reclassified from wagon ‘ROBX 343 A’ to ’ wagon ‘RKCX 343 S’.

ROBX 347

27.02.1995 Reclassified from wagon ‘ROBX 347 N’ to ’ wagon ‘RKCX 347 X’.

ROBX 348

03.04.1995 Reclassified from wagon ‘ROBX 348 W’ to ’ wagon ‘RKLX 348 V’.

ROBX 352

Details: wagon ‘ROBX 352 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 352 D’
06.12.1993 Repair ‘HANDRAILS’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 352 D’
09.12.1993 Repair ‘HANDRAILS’.
09.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 352 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘VOBX 352 D’

17.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 354

03.04.1995 Reclassified from wagon ‘ROBX 354 R’ to ’ wagon ‘RKLX 354 Q’.

ROBX 356

Details: wagon ‘ROBX 356 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

04.03.1990 Repair ‘SIDE STEP’.
04.03.1990 Repair ‘STEP’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 356 T’
07.02.1994 Repair ‘END BRAKE COCK’.
07.02.1994 Repair ‘END HOSE’.
07.02.1994 Repair ‘TRAIN PIPE (END)’.
07.02.1994 Repair ‘TRAIN PIPE’.
07.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 356 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 356 T’
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13.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 357

Details: wagon ‘ROBX 357 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 357 Y’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 359

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

02.07.1994 Repair ‘VEHICLE RECLASSIFY’.
02.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 359 J’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
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25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:
‘RKLX’.

09.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
22.06.1995 Repair ‘VEHICLE RECLASSIFY’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.08.1995 Reclassified from wagon ‘ROBX 359 Q’ to ’ wagon ‘RKLX 359 P’.

ROBX 361

11.04.1995 Reclassified from wagon ‘ROBX 361 V’ to ’ wagon ‘RKLX 361 U’.

ROBX 364

27.03.1995 Reclassified from wagon ‘ROBX 364 C’ to ’ wagon ‘RKLX 364 B’.

ROBX 365

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 365 S’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
03.07.1995 Reclassified from wagon ‘ROBX 365 L’ to ’ wagon ‘RKLX 365 K’.

ROBX 369

13.02.1995 Reclassified from wagon ‘ROBX 369 B’ to ’ wagon ‘RKCX 369 T’.

ROBX 373

Details: wagon ‘ROBX 373 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘TRAIN PIPE (END)’.
12.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 373 X’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOCX 373 X’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOCX 373 X’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘TOP CENTRE PLATE’.
08.10.1993 Repair ‘YOKE CARRIER’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 373 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 373 X’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 374

Details: wagon ‘ROBX 374 K’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 08.02.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.03.1990 Repair ‘END BRAKE COCK’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 374 R’
04.05.1992 Repair ‘STEP’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 374 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 374 R’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 375

17.07.1995 Reclassified from wagon ‘ROBX 375 T’ to ’ wagon ‘RKLX 375 S’.

ROBX 376

27.07.1995 Reclassified from wagon ‘ROBX 376 F’ to ’ wagon ‘RKLX 376 E’.

ROBX 378

Details: wagon ‘ROBX 378 A’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

13.03.1993 Repair ‘STEP’.
13.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 378 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 378 Q’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 379

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1990 Repair ‘TRAIN PIPE (END)’.
03.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 379 Q’
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘VEHICLE COMPLETE’.
10.04.1990 Repair ‘VEHICLE STENCILS’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 379 Q’
25.04.1990 Repair ‘BRAKE BLOCK RB95’.
25.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 379 Q’
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06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘HANDRAILS’.
06.07.1992 Repair ‘HANDRAILS END’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 379 Q’
01.07.1993 Repair ‘YOKE CARRIER’.
01.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 379 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 379 Q’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 379 Q’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 379 Q’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 379 Q’
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 379 Q’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
04.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Reclassified from wagon ‘ROBX 379 J’ to ’ wagon ‘RKLX 379 X’.

ROBX 382

Details: wagon ‘ROBX 382 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes
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25.02.1992 Repair ‘DOOR COMPLETE’.
25.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 382 H’
20.05.1992 Repair ‘STEP’.
20.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 382 H’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BEARINGS’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 382 H’
08.10.1993 Repair ‘HANDRAILS END’.
08.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 382 H’
09.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 382 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 382 H’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE RECLASSIFY’.
10.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 382 H’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 383

16.02.1995 Reclassified from wagon ‘ROBX 383 J’ to ’ wagon ‘RKCX 383 E’.

ROBX 385

Details: wagon ‘ROBX 385 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

10.01.1991 Repair ‘STEP’.
10.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 385 X’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOBX 385 X’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘DOOR COMPLETE’.
06.12.1991 Repair ‘DOOR OPENING MECHANISM’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 385 X’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘WHEEL SET’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 385 X’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARINGS’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VOBX 385 X’
23.11.1993 Repair ‘HANDRAILS’.
23.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 385 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 385 X’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 386

Details: wagon ‘ROBX 386 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

12.06.1993 Repair ‘HANDRAILS’.
12.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 386 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 386 U’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 387

03.04.1995 Reclassified from wagon ‘ROBX 387 W’ to ’ wagon ‘RKLX 387 V’.

ROBX 388

Details: wagon ‘ROBX 388 X’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

01.05.1992 Repair ‘STEP’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 388 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOBX 388 M’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 389

Details: wagon ‘ROBX 389 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 389 V’
12.07.1990 Repair ‘STEP’.
12.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 389 V’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1994 Repair ‘BRAKE LEVER’.
31.01.1994 Repair ‘BRAKE PULL ROD’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 389 V’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 389 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 389 V’
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOBX 389 V’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 390

11.04.1995 Reclassified from wagon ‘ROBX 390 N’ to ’ wagon ‘RKLX 390 M’.

ROBX 391

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 391 D’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
23.06.1995 Reclassified from wagon ‘ROBX 391 W’ to ’ wagon ‘RKOX 391 H’.
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ROBX 393

Details: wagon ‘ROBX 393 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX 393
BSG Code: VXOZ

Capacity of 51 tonnes

30.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 393 B’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1989 Repair ‘HANDBRAKE HANDLE’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 393 B’
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 393 B’
17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 393 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 393 B’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 396

Details: wagon ‘ROBX 396 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

22.09.1989 Repair ‘STEP’.
22.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 396 F’
20.02.1991 Repair ‘HANDRAILS’.
20.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 396 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 396 F’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 399

Details: wagon ‘ROBX 399 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

17.06.1992 Repair ‘STEP’.
17.06.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOBX 399 G’
20.02.1993 Repair ‘HANDRAILS’.
20.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 399 G’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 399 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOBX 399 G’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 400

Details: wagon ‘ROBX 400 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

28.11.1989 Repair ‘HANDRAILS’.
28.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 400 B’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END HOSE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 400 B’
03.08.1992 Repair ‘STEP’.
03.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 400 B’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 400 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOCX 400 B’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 402

10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 402 T’
21.10.1993 Repair ‘DRAFT GEAR POCKET’.
21.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 402 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 402 T’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
13.06.1995 Reclassified from wagon ‘ROBX 402 M’ to ’ wagon ‘RKLX 402 L’.

ROBX 403

Details: wagon ‘ROBX 403 V’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOBX 403 C
BSG Code: VXOZ

Capacity of 51 tonnes

01.11.1994 Repair ‘VEHICLE RECLASSIFY’.
01.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 403 C’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 404

Details: wagon ‘ROBX 404 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

11.01.1994 Repair ‘HANDRAILS’.
11.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 404 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOCX 404 Y’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 405

Details: wagon ‘ROBX 405 Q’ in AN ‘Mainland Division’.

Owner: VLINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $1000000
Date Built: 25.08.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Geelong’ with a previous code of wagon ‘VOFX 405 J’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
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04.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 407

24.01.1995 Reclassified from wagon ‘ROBX 407 L’ to ’ wagon ‘RKLX 407 K’.

ROBX 408

27.03.1995 Reclassified from wagon ‘ROBX 408 U’ to ’ wagon ‘RKLX 408 T’.

ROBX 409

Details: wagon ‘ROBX 409 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

05.09.1993 Repair ‘STEP’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 409 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 409 N’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 410

Details: wagon ‘ROBX 410 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘HANDRAILS’.
11.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOCX 410 J’
30.03.1993 Repair ‘HANDRAILS END’.
30.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 410 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 410 J’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 414

11.04.1995 Reclassified from wagon ‘ROBX 414 P’ to ’ wagon ‘RKLX 414 Y’.

ROBX 417

Details: wagon ‘ROBX 417 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘STEP’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOBX 417 A’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 417 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Mellelea’ with a previous code of wagon ‘VOBX 417 A’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOBX 417 A’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
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26.05.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 420

10.03.1995 Reclassified from wagon ‘ROBX 420 K’ to ’ wagon ‘RKLX 420 J’.

ROBX 421

17.07.1995 Reclassified from wagon ‘ROBX 421 T’ to ’ wagon ‘RKLX 421 S’.

ROBX 422

27.10.1989 Repair ‘STEP’.
27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 422 M’
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 422 M’
18.08.1990 Repair ‘HANDRAILS END’.
18.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 422 M’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 422 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 422 M’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
05.06.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Reclassified from wagon ‘ROBX 422 F’ to ’ wagon ‘RKLX 422 E’.

ROBX 424

Details: wagon ‘ROBX 424 A’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX 424 Q
BSG Code: VXOZ

Capacity of 51 tonnes

10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 424 Q’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 425

Details: wagon ‘ROBX 425 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROCX 425 M
BSG Code: VXOZ

Capacity of 51 tonnes
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06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘STEP’.
06.12.1991 Repair ‘STRIKING CASTING’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 425 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 425 Q’
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 425 Q’
28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘ROCX 425 M’
06.01.1995 Repair ‘VEHICLE RECLASSIFY’.
06.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROCX 425 M’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 427

Details: wagon ‘ROBX 427 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘DOOR COMPLETE’.
04.09.1990 Repair ‘TRAIN PIPE (END)’.
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04.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘VOCX 427 L’

28.09.1990 Repair ‘SIDE STEP’.
28.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VOCX 427 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 427 L’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 428

Details: wagon ‘ROBX 428 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 428
BSG Code: VXOZ

16.06.1993 Repair ‘BRANCH PIPE’.
16.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 428 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOFX 428 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 429

Details: wagon ‘ROBX 429 W’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOBX 429 D’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 430

Details: wagon ‘ROBX 430 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

18.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 430 C’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 430 C’
03.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1994 Repair ‘BOGIE COMPLETE’.
03.01.1994 Repair ‘COUPLER KNUCKLE’.
03.01.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 430 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE RECLASSIFY’.
17.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 430 C’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 433

01.02.1995 Reclassified from wagon ‘ROBX 433 W’ to ’ wagon ‘RKUX 433 C’.

ROBX 434

Details: wagon ‘ROBX 434 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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27.09.1992 Repair ‘HANDRAILS END’.
27.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOCX 434 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VOCX 434 P’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 436

Details: wagon ‘ROBX 436 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘FLOOR SUPPORT’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 436 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 436 K’
03.07.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 439

21.08.1992 Repair ‘HANDRAILS’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOBX 439 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOBX 439 L’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
18.04.1995 Reclassified from wagon ‘ROBX 439 H’ to ’ wagon ‘RKLX 439 G’.

ROBX 440

Details: wagon ‘ROBX 440 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 440 T’
04.12.1992 Repair ‘HANDRAILS’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 440 T’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Goulburn’ with a previous code of wagon ‘VOFX 440 T’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 442

03.02.1995 Reclassified from wagon ‘ROBX 442 V’ to ’ wagon ‘RKUX 442 B’.

ROBX 443

Details: wagon ‘ROBX 443 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘DOOR OPENING MECHANISM’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 443 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 443 A’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.02.1996 Repair ‘VEHICLE RECLASSIFY’.

ROBX 444

Details: wagon ‘ROBX 444 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

10.09.1993 Repair ‘SIDE STEP’.
10.09.1993 Repair ‘STEP’.
10.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOBX 444 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOBX 444 U’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
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ROBX 445

17.07.1995 Reclassified from wagon ‘ROBX 445 C’ to ’ wagon ‘RKLX 445 B’.

ROBX 446

01.02.1995 Reclassified from wagon ‘ROBX 446 L’ to ’ wagon ‘RKLX 446 K’.

ROBX 447

03.02.1995 Reclassified from wagon ‘ROBX 447 U’ to ’ wagon ‘RKUX 447 A’.

ROBX 448

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VOFX 448 W’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
18.04.1995 Reclassified from wagon ‘ROBX 448 G’ to ’ wagon ‘RKLX 448 F’.

ROBX 451

16.02.1995 Reclassified from wagon ‘ROBX 451 U’ to ’ wagon ‘RKCX 451 P’.

ROBX 452

16.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 452 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 452 N’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
06.07.1995 Reclassified from wagon ‘ROBX 452 G’ to ’ wagon ‘RKLX 452 F’.

ROBX 453

Details: wagon ‘ROBX 453 P’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOCX 453 W’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 454

18.02.1993 Repair ‘HANDRAILS END’.
18.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 454 R’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 454 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 454 R’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Reclassified from wagon ‘ROBX 454 B’ to ’ wagon ‘RKLX 454 A’.
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ROBX 1001

11.04.1995 Reclassified from wagon ‘ROBX 1001 E’ to ’ wagon ‘RKCX 1001 W’.

ROBX 1003

Details: wagon ‘ROBX 1003 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 1003 P’
09.11.1994 Repair ‘VEHICLE RECLASSIFY’.
09.11.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOFX 1003 P’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1005

11.04.1995 Reclassified from wagon ‘ROBX 1005 R’ to ’ wagon ‘RKLX 1005 Q’.

ROBX 1006

Details: wagon ‘ROBX 1006 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1006 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1009

Details: wagon ‘ROBX 1009 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 1009 H; EX ROJX 1009
BSG Code: VXOZ

Capacity of 52 tonnes

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1009 A’
16.11.1993 Repair ‘STEP’.
16.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 1009 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 1009 A’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.07.1995 Repair ‘VEHICLE RECLASSIFY’.
20.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROJX 1009 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.03.1997 Repair ‘VEHICLE RECLASSIFY’.
11.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROJX 1009 X’

ROBX 1012

Details: wagon ‘ROBX 1012 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1012 F’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1017

Details: wagon ‘ROBX 1017 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

13.05.1992 Repair ‘HANDRAILS END’.
13.05.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1017 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 1017 E’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1021

Details: wagon ‘ROBX 1021 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOFX 1021 N’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1022

Details: wagon ‘ROBX 1022 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

01.12.1990 Repair ‘HANDRAILS END’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1022 N’
03.12.1991 Repair ‘SIDE STEP’.
03.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1022 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1022 N’
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1022 N’
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 1022 N’
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1031

Details: wagon ‘ROBX 1031 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

27.07.1992 Repair ‘STEP’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 1031 V’
05.05.1993 Repair ‘VEHICLE COMPLETE’.
05.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 1031 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1031 V’
12.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1031 V’
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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15.03.1995 Issued at location ‘Tottenham’ with a previous code of wagon
‘VOFX 1031 V’

30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC
(PMPROG)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1033

Details: wagon ‘ROBX 1033 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCY 1033 L
BSG Code: VXOZ

Capacity of 51 tonnes

13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘COUPLER KNUCKLE’.
13.02.1993 Repair ‘TRAIN PIPE (END)’.
13.02.1993 Repair ‘VEHICLE COMPLETE’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1033 H’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘CENTRE SILL’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘FLOOR SHEETING’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘SIDE BEARER’.
27.09.1993 Repair ‘TRANSOM’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1033 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1033 H’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
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11.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 1037

Details: wagon ‘ROBX 1037 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOFX
BSG Code: VXOZ

Capacity of 51 tonnes

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1037 G’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘WHEEL SET’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1037 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘VOFX 1037 G’
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05.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1039

06.09.1990 Repair ‘HANDRAILS’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1039 B’
26.01.1994 Repair ‘HANDRAILS’.
26.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1039 B’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1039 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VOFX 1039 B’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
12.07.1995 Reclassified from wagon ‘ROBX 1039 X’ to ’ wagon ‘RKLX 1039 H’.

ROBX 1043

22.02.1991 Repair ‘HANDRAILS END’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1043 B’
07.03.1991 Repair ‘HANDRAILS’.
07.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1043 B’
28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 1043 B’
20.08.1993 Repair ‘STEP’.
20.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1043 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1043 B’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Reclassified from wagon ‘ROBX 1043 X’ to ’ wagon ‘RKLX 1043 H’.

ROBX 1044

Details: wagon ‘ROBX 1044 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOFX 1044 K’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROBX 1045

03.04.1995 Reclassified from wagon ‘ROBX 1045 D’ to ’ wagon ‘RKCX 1045 V’.

ROBX 1046

03.04.1995 Reclassified from wagon ‘ROBX 1046 M’ to ’ wagon ‘RKLX 1046 L’.

ROBX 1047

Details: wagon ‘ROBX 1047 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1047 F’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 1047 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1047 F’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
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28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 1049

Details: wagon ‘ROBX 1049 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1049 J’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘DOOR HINGES AND PINS’.
10.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VOFX 1049 J’
12.01.1994 Repair ‘END BRAKE COCK’.
12.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 1049 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOFX 1049 J’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
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18.06.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1051

Details: wagon ‘ROBX 1051 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
19.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOCX 1051 F’
09.10.1993 Repair ‘HANDRAILS’.
09.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1051 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1051 F’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1057

15.04.1995 Repair ‘VEHICLE RECLASSIFY’.
15.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1057 N’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Reclassified from wagon ‘ROBX 1057 G’ to ’ wagon ‘RKLX 1057 F’.

ROBX 1063

Details: wagon ‘ROBX 1063 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

17.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘VOFX 1063 R’
07.05.1992 Repair ‘STEP’.
07.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VOFX 1063 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOFX 1063 R’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
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25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1071

Details: wagon ‘ROBX 1071 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VOCX 1071 V’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1072

Details: wagon ‘ROBX 1072 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

24.08.1992 Repair ‘HANDRAILS END’.
24.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1072 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1072 Q’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOFX 1072 Q’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1073

Details: wagon ‘ROBX 1073 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE SPRING’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1073 Q’
20.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1073 Q’
01.06.1992 Repair ‘HANDRAILS’.
01.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1073 Q’
07.10.1992 Repair ‘DISCHARGE DOOR’.
07.10.1992 Repair ‘DOOR LOCK MECHANISM’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1073 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VOCX 1073 Q’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1074

07.04.1995 Reclassified from wagon ‘ROBX 1074 S’ to ’ wagon ‘RKCX 1074 N’.

ROBX 1075

13.04.1995 Reclassified from wagon ‘ROBX 1075 E’ to ’ wagon ‘RKCX 1075 W’.

ROBX 1076

Details: wagon ‘ROBX 1076 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

03.03.1990 Repair ‘HANDRAILS END’.
03.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1076 U’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘GRADE CONTROL VALVE’.
11.08.1992 Repair ‘WEAR PLATES & SADDLES’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1076 U’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BRAKE LEVER’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘EMPTY LOAD VALVE’.
12.10.1992 Repair ‘GRADE CONTROL VALVE’.
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1076 U’
09.02.1993 Repair ‘HANDRAILS’.
09.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1076 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1076 U’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 1077

01.02.1995 Reclassified from wagon ‘ROBX 1077 W’ to ’ wagon ‘RKCX 1077 R’.

ROBX 1078

Details: wagon ‘ROBX 1078 X’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1078 P’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1079

Details: wagon ‘ROBX 1079 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘DOOR COMPLETE’.
19.01.1990 Repair ‘STEP’.
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19.01.1990 Repair ‘TRAIN PIPE (END)’.
19.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘VOFX 1079 K’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE SPRING’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOFX 1079 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOFX 1079 K’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.

ROBX 1080

Details: wagon ‘ROBX 1080 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 1080 U’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
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30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM
FOR NRC (PMPROG)’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1082

Details: wagon ‘ROBX 1082 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘DOOR LOCK MECHANISM’.
21.05.1991 Repair ‘EMPTY LOAD VALVE’.
21.05.1991 Repair ‘GRADE CONTROL VALVE’.
21.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1082 P’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE SPRING’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1082 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1082 P’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
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22.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘VOCX 1082 P’

27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1082 P’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1084

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1084 K’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKLX. (NRC070)’. New class:

‘RKLX’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Reclassified from wagon ‘ROBX 1084 D’ to ’ wagon ‘RKLX 1084 C’.

ROBX 1090

11.06.1993 Repair ‘SIDE STEP’.
11.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1090 F’
23.12.1993 Repair ‘BRANCH PIPE’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1090 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
12.04.1994 Repair ‘VEHICLE RECLASSIFY’.
12.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VOCX 1090 F’
18.03.1995 Reclassified from wagon ‘ROBX 1090 V’ to ’ wagon ‘RKLX 1090 U’.

ROBX 1093

01.02.1995 Reclassified from wagon ‘ROBX 1093 C’ to ’ wagon ‘RKCX 1093 U’.

15170



2.692. Wagon classification starting with ‘ROB’

ROBX 1096

Details: wagon ‘ROBX 1096 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

25.01.1994 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1096 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1096 N’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1099

27.07.1995 Reclassified from wagon ‘ROBX 1099 K’ to ’ wagon ‘RKLX 1099 J’.

ROBX 1101

Details: wagon ‘ROBX 1101 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

24.08.1992 Repair ‘STEP’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1101 S’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1101 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1101 S’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1103

Details: wagon ‘ROBX 1103 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCF 1103 K
BSG Code: VXOZ
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Capacity of 51 tonnes

08.12.1992 Repair ‘VEHICLE RECLASSIFY’.
08.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1103 N’
20.01.1994 Repair ‘SIDE STEP’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1103 N’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1103 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘VOCX 1103 N’
23.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1105

01.02.1995 Reclassified from wagon ‘ROBX 1105 B’ to ’ wagon ‘RKCX 1105 T’.

ROBX 1109

27.02.1995 Reclassified from wagon ‘ROBX 1109 Y’ to ’ wagon ‘RKCX 1109 J’.

ROBX 1110

16.03.1995 Reclassified from wagon ‘ROBX 1110 K’ to ’ wagon ‘RKLX 1110 J’.

ROBX 1112

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘WHEEL SET’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon

‘VOCX 1112 M’
16.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1112 M’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE SIDEFRAME’.
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28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘VOCX 1112 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOCX 1112 M’
18.03.1995 Reclassified from wagon ‘ROBX 1112 F’ to ’ wagon ‘RKLX 1112 E’.

ROBX 1113

17.07.1995 Reclassified from wagon ‘ROBX 1113 Y’ to ’ wagon ‘RKLX 1113 N’.

ROBX 1125

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1125 B’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P.M. PROGRAM

FOR NRC (PMPROG)’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.06.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Reclassified from wagon ‘ROBX 1125 R’ to ’ wagon ‘RKLX 1125 Q’.

ROBX 1127

Details: wagon ‘ROBX 1127 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

09.12.1991 Repair ‘STEP’.
09.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VOCX 1127 T’
20.04.1992 Repair ‘HANDRAILS END’.
20.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1127 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1127 T’
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1127 T’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1128

Details: wagon ‘ROBX 1128 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

11.12.1989 Repair ‘HANDRAILS END’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1128 F’
01.11.1991 Repair ‘HANDRAILS END’.
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01.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
‘VOCX 1128 F’

22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BRAKE SPRING’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1128 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1128 F’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOCX 1128 F’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1130

05.04.1995 Reclassified from wagon ‘ROBX 1130 D’ to ’ wagon ‘RKLX 1130 C’.

ROBX 1131

Details: wagon ‘ROBX 1131 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘EMPTY LOAD VALVE’.
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30.12.1989 Repair ‘GRADE CONTROL VALVE’.
30.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1131 T’
12.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1990 Repair ‘COUPLER COMPLETE’.
12.05.1990 Repair ‘HANDRAILS END’.
12.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1131 T’
23.01.1991 Repair ‘SIDE STEP’.
23.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1131 T’
19.08.1991 Repair ‘AXLEBOX’.
19.08.1991 Repair ‘AXLEBOX’.
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1131 T’
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1131 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VOCX 1131 T’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1138

11.01.1993 Repair ‘STEP’.
11.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VOCX 1138 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1138 N’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Reclassified from wagon ‘ROBX 1138 G’ to ’ wagon ‘RKCX 1138 B’.
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ROBX 1140

Details: wagon ‘ROBX 1140 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VOCX 1140 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘VOCX 1140 S’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1149

27.07.1995 Reclassified from wagon ‘ROBX 1149 A’ to ’ wagon ‘RKLX 1149 W’.

ROBX 1153

Details: wagon ‘ROBX 1153 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX1153H
BSG Code: VXOZ

Capacity of 51 tonnes

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE RECLASSIFY’.
23.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1153 H’
10.01.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

ROBX 1159

Details: wagon ‘ROBX 1159 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
BSG Code: VXOZ

Capacity of 51 tonnes

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VOCX 1159 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VOCX 1159 P’
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23.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROBX 1168

Details: wagon ‘ROBX 1168 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

04.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1991 Issued at location ‘Mile End’ with a previous code of wagon ‘VOCX 1168 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VOCX 1168 Y’
25.01.1995 Alteration ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class: ‘RKCX’.
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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2.693 Wagon classification starting with ‘ROC’

ROCF 11

10.02.1995 Reclassified from wagon ‘ROCF 11 G’ to ’ wagon ‘ROQF 11 C’.

ROCF 45

21.12.1994 Reclassified from wagon ‘ROCF 45 U’ to ’ wagon ‘ROQF 45 Q’.

ROCF 73

09.01.1995 Reclassified from wagon ‘ROCF 73 D’ to ’ wagon ‘ROQF 73 W’.

ROCF 118

03.05.1995 Reclassified from wagon ‘ROCF 118 H’ to ’ wagon ‘ROHF 118 W’.

ROCF 220

20.12.1994 Reclassified from wagon ‘ROCF 220 T’ to ’ wagon ‘ROQF 220 P’.

ROCF 225

09.01.1995 Reclassified from wagon ‘ROCF 225 S’ to ’ wagon ‘ROQF 225 Y’.

ROCF 255

09.01.1995 Reclassified from wagon ‘ROCF 255 T’ to ’ wagon ‘ROQF 255 P’.

ROCF 305

09.01.1995 Reclassified from wagon ‘ROCF 305 J’ to ’ wagon ‘ROQF 305 F’.

ROCF 332

17.03.1995 Reclassified from wagon ‘ROCF 332 G’ to ’ wagon ‘ROQF 332 C’.

ROCX 425

06.01.1995 Reclassified from wagon ‘ROCX 425 M’ to ’ wagon ‘ROBX 425 J’.

ROCY 34700

Details: wagon ‘ROCY 34700 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34700 L
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34700 L’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34701

Details: wagon ‘ROCY 34701 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34701 U
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34701 U’

ROCY 34702

Details: wagon ‘ROCY 34702 K’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34702 G
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34702 G’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34703

Details: wagon ‘ROCY 34703 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34703 P
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

04.02.1995 Repair ‘VEHICLE RECLASSIFY’.
04.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34703 P’
07.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROCY 34705

Details: wagon ‘ROCY 34705 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34705 K
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34705 K’

ROCY 34706

Details: wagon ‘ROCY 34706 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34706 T
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NOCY 34706 T’

25.03.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34707

Details: wagon ‘ROCY 34707 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34707 F
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34707 F’
29.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34708

Details: wagon ‘ROCY 34708 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34708 Y
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34708 Y’
13.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34709

Details: wagon ‘ROCY 34709 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34709 A
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34709 A’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34710

Details: wagon ‘ROCY 34710 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34710 T’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34711

Details: wagon ‘ROCY 34711 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34711 F
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

12.07.1995 Repair ‘VEHICLE RECLASSIFY’.
12.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34711 F’
24.06.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34712

Details: wagon ‘ROCY 34712 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34712 Y’
07.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34713

Details: wagon ‘ROCY 34713 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34713 A
Wagon Width: 2640mm
Wagon Height: 1500mm
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

25.03.1995 Repair ‘VEHICLE RECLASSIFY’.
25.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34713 A’
19.07.1995 Repair ‘VEHICLE COMPLETE’.
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ROCY 34714

Details: wagon ‘ROCY 34714 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34714 J
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34714 J’

ROCY 34715

Details: wagon ‘ROCY 34715 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34715 S
Wagon Width: 2640mm
Wagon Height: 1500mm
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34715 S’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34716

Details: wagon ‘ROCY 34716 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34716 E
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34716 E’

ROCY 34717

Details: wagon ‘ROCY 34717 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34717 N
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34717 N’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34718

Details: wagon ‘ROCY 34718 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34718 W
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34718 W’
12.12.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34719

Details: wagon ‘ROCY 34719 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34719 M
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.11.1995 Repair ‘VEHICLE RECLASSIFY’.
16.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34719 X’

ROCY 34720

Details: wagon ‘ROCY 34720 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34720 E
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34720 E’

ROCY 34722

Details: wagon ‘ROCY 34722 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard

15192



2.693. Wagon classification starting with ‘ROC’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34722 W
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34722 W’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34723

Details: wagon ‘ROCY 34723 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34723 X
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.02.1995 Repair ‘VEHICLE RECLASSIFY’.
28.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34723 X’

ROCY 34724

Details: wagon ‘ROCY 34724 V’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34724 R
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34724 R’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34725

Details: wagon ‘ROCY 34725 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34725 D
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34725 D’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
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ROCY 34726

Details: wagon ‘ROCY 34726 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34726 M
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34726 M’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34727

Details: wagon ‘ROCY 34727 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34727 V
BSG Code: NSOZ

Capacity of 48 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34727 V’
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ROCY 34728

Details: wagon ‘ROCY 34728 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34728 H
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34728 H’
01.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34729

Details: wagon ‘ROCY 34729 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34729 Q
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NOCY 34729 Q’

07.11.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34730

Details: wagon ‘ROCY 34730 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34730 M
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34730 M’
04.03.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34731

Details: wagon ‘ROCY 34731 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34731 V
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34731 V’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34732

Details: wagon ‘ROCY 34732 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34732 H
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34732 H’
01.12.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34733

Details: wagon ‘ROCY 34733 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34733 Q
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34733 Q’
18.10.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34734

Details: wagon ‘ROCY 34734 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34734 C
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34734 C’
23.06.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34735

Details: wagon ‘ROCY 34735 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NOCY
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.05.1995 Repair ‘VEHICLE RECLASSIFY’.
14.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34735 L’

ROCY 34736

Details: wagon ‘ROCY 34736 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34736 U
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34736 U’

ROCY 34737

Details: wagon ‘ROCY 34737 K’ in AN ‘Mainland Division’.

Owner: NRC

15200



2.693. Wagon classification starting with ‘ROC’

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34737 G
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34737 G’
02.06.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34738

Details: wagon ‘ROCY 34738 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34738 P
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34738 P’
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ROCY 34739

Details: wagon ‘ROCY 34739 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34739 B
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34739 B’
09.01.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34740

Details: wagon ‘ROCY 34740 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34740 U
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34740 U’
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ROCY 34741

Details: wagon ‘ROCY 34741 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34741 G
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34741 G’
04.11.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34742

Details: wagon ‘ROCY 34742 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.03.1995 Repair ‘VEHICLE RECLASSIFY’.
13.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34742 P’
27.10.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROCY 34743

Details: wagon ‘ROCY 34743 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34743 B
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34743 B’
19.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34744

Details: wagon ‘ROCY 34744 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NOCY 34744 K’

07.11.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34745

Details: wagon ‘ROCY 34745 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34745 T
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34745 T’

ROCY 34746

Details: wagon ‘ROCY 34746 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34746 F
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

28.03.1995 Repair ‘VEHICLE RECLASSIFY’.
28.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34746 F’
29.01.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34747

Details: wagon ‘ROCY 34747 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34747 Y
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34747 Y’
07.01.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34748

Details: wagon ‘ROCY 34748 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34748 A’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34749

Details: wagon ‘ROCY 34749 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34749 J
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34749 J’
29.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34750

Details: wagon ‘ROCY 34750 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 21.01.1988
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX CDY : NOCY34750
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34750 F’
22.03.1996 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34751

Details: wagon ‘ROCY 34751 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34751
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34751 Y’
14.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34752

Details: wagon ‘ROCY 34752 E’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34752 A
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34752 A’

ROCY 34753

Details: wagon ‘ROCY 34753 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34753 J
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34753 J’
09.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
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ROCY 34754

Details: wagon ‘ROCY 34754 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34754 S
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34754 S’
11.05.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34755

Details: wagon ‘ROCY 34755 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34755 E
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34755 E’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34756

Details: wagon ‘ROCY 34756 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34756 N
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34756 N’

ROCY 34757

Details: wagon ‘ROCY 34757 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34757 W
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

26.07.1995 Repair ‘VEHICLE RECLASSIFY’.
26.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34757 W’
18.10.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34758

Details: wagon ‘ROCY 34758 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX ROCY 34758 M
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34758 X’
13.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34759

Details: wagon ‘ROCY 34759 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34759 R
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34759 R’

ROCY 34760

Details: wagon ‘ROCY 34760 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34760 N
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34760 N’
23.02.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34761

Details: wagon ‘ROCY 34761 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NOCY34761
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34761 W’

ROCY 34762

Details: wagon ‘ROCY 34762 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34762 X
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34762 X’

ROCY 34763

Details: wagon ‘ROCY 34763 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34763 R
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34763 R’

ROCY 34764

Details: wagon ‘ROCY 34764 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34764 D
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34764 D’
16.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
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ROCY 34765

Details: wagon ‘ROCY 34765 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34765 M
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34765 M’
11.02.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34766

Details: wagon ‘ROCY 34766 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34766 V
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NOCY 34766 V’

09.04.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34767

Details: wagon ‘ROCY 34767 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34767 H
BSG Code: NSOZ

Capacity of 48 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34767 H’

ROCY 34768

Details: wagon ‘ROCY 34768 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34768 Q
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34768 Q’
02.06.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34769

Details: wagon ‘ROCY 34769 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34769 C
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.02.1995 Repair ‘VEHICLE RECLASSIFY’.
01.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34769 C’
13.10.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34770

Details: wagon ‘ROCY 34770 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34770 V
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BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34770 V’

ROCY 34771

Details: wagon ‘ROCY 34771 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34771 H’
05.02.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34772

Details: wagon ‘ROCY 34772 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: GENERAL
Remarks: EX NOCY 34772 Q
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34772 Q’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34773

Details: wagon ‘ROCY 34773 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34773 C
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.03.1995 Repair ‘VEHICLE RECLASSIFY’.
07.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34773 C’

ROCY 34774

Details: wagon ‘ROCY 34774 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NOCY34774
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34774 L’

ROCY 34775

Details: wagon ‘ROCY 34775 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34775 U
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34775 U’

ROCY 34776

Details: wagon ‘ROCY 34776 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34776 G
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34776 G’
17.10.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34777

Details: wagon ‘ROCY 34777 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34777 P
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34777 P’
14.03.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34778

Details: wagon ‘ROCY 34778 F’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34778 B
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34778 B’
09.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34779

Details: wagon ‘ROCY 34779 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34779 K
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34779 K’
04.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROCY 34780

Details: wagon ‘ROCY 34780 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34780 G
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34780 G’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34781

Details: wagon ‘ROCY 34781 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34781 P
BSG Code: NSOZ
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Capacity of 48 tonnes

Capacity of 48 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34781 P’
09.10.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34782

Details: wagon ‘ROCY 34782 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34782 B
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34782 B’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34783

Details: wagon ‘ROCY 34783 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987

15225



2. TIMS GROUP INFORMATION - WAGONS

Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34783 K
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34783 K’

ROCY 34784

Details: wagon ‘ROCY 34784 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34784 T
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34784 T’

ROCY 34785

Details: wagon ‘ROCY 34785 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34785 F
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34785 F’
17.01.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34786

Details: wagon ‘ROCY 34786 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34786Y
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34786 Y’

ROCY 34787

Details: wagon ‘ROCY 34787 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34787 A’

ROCY 34788

Details: wagon ‘ROCY 34788 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34788 J
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34788 J’

ROCY 34789

Details: wagon ‘ROCY 34789 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34789 S
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34789 S’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.

ROCY 34790

Details: wagon ‘ROCY 34790 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34790 Y
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34790 Y’
16.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1996 Repair ‘VEHICLE COMPLETE’.
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ROCY 34791

Details: wagon ‘ROCY 34791 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34791 A
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34791 A’

ROCY 34792

Details: wagon ‘ROCY 34792 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34792 J’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
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ROCY 34793

Details: wagon ‘ROCY 34793 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34793 S
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34793 S’
29.03.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34794

Details: wagon ‘ROCY 34794 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34794 E
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34794 E’
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ROCY 34795

Details: wagon ‘ROCY 34795 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34795 N
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34795 N’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34796

Details: wagon ‘ROCY 34796 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

13.03.1995 Repair ‘VEHICLE RECLASSIFY’.
13.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34796 W’
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ROCY 34797

Details: wagon ‘ROCY 34797 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34797 X
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34797 X’
24.04.1996 Repair ‘VEHICLE COMPLETE’.

ROCY 34798

Details: wagon ‘ROCY 34798 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34798 R
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NOCY 34798 R’

11.10.1994 Repair ‘VEHICLE COMPLETE’.

ROCY 34799

Details: wagon ‘ROCY 34799 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34799 D
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes

01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34799 D’

ROCY 34800

Details: wagon ‘ROCY 34800 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NOCY 34800 S
BSG Code: NSOZ

Capacity of 48 tonnes

Capacity of 48 tonnes
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15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NOCY 34800 S’
25.10.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

2.694 Wagon classification starting with ‘ROH’

ROHF 105

Details: wagon ‘ROHF 105 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.02.1996
Last Brake Cylinder: 17.09.1991
Last Single Car Test: 02.07.1993
Last Lift: 16.03.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1991 Repair ‘SIDE BEARER’.
16.09.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
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28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
03.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘VEHICLE STENCILS’.
14.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1993 Repair ‘SIDE BEARER’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
27.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 105 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 105 Y’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 105 Y’
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 105 Y’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 105 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
02.02.1996 Repair ‘VEHICLE RECLASSIFY’.

ROHF 108

Details: wagon ‘ROHF 108 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 11.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION.

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.04.1996
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 18.02.1993
Last Lift: 30.04.1984

SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE ALTERATION FORMS RS3000 TO RS3079
INCLUSIVE. (RS4231)’. New class: ‘AZXP’.

22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BEARINGS’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 108 S’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘BRAKE PULL ROD’.
26.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 108 S’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BOLSTER’.
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21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘BOGIE SIDEFRAME’.
21.05.1991 Repair ‘SIDE BEARER’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 108 S’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE SPRING’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
17.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 108 S’
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 108 S’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BEARINGS’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘VEHICLE STENCILS’.
16.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 108 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 108 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 108 S’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 110

Details: wagon ‘ROHF 110 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.10.1968
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Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.12.1995
Due Triple Valve: 10.08.1997
Last Brake Cylinder: 30.08.1993
Last Single Car Test: 30.08.1993
Last Lift: 10.09.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BEARINGS’.
22.07.1991 Repair ‘BOGIE BOLSTER’.
22.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
22.07.1991 Repair ‘BOGIE SIDEFRAME’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘SIDE BEARER’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Repair ‘WHEEL SET’.
22.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 110 A’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
27.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1993 Repair ‘VEHICLE STENCILS’.
27.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 110 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 110 A’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

12.04.1995 Repair ‘BOGIE COMPLETE’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 110 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
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08.05.1995 Repair ‘VEHICLE STENCILS’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.

ROHF 112

Details: wagon ‘ROHF 112 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 03.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 26.07.1995
Due Triple Valve: 26.09.1989
Last Brake Cylinder: 17.01.1994
Last Single Car Test: 17.01.1994
Last Lift: 23.02.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE PIN’.
31.07.1989 Repair ‘VEHICLE STENCILS’.
31.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
03.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BEARINGS’.
11.03.1991 Repair ‘BRANCH PIPE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BEARINGS’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Repair ‘VEHICLE STENCILS’.
27.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.04.1993 Repair ‘VEHICLE STENCILS’.
02.04.1993 Repair ‘WHEEL SET’.
02.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BEARERS’.
12.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1994 Repair ‘VEHICLE STENCILS’.
12.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 112 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 112 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 112 S’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 114

Details: wagon ‘ROHF 114 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 114N
BSG Code: FSOO

Capacity of 75 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Single Car Test: 18.11.1993
Last Lift: 01.05.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 114 N’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘BRAKE LEVER’.
04.06.1991 Repair ‘BRAKE PIN’.
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04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1991 Repair ‘SIDE BEARER’.
04.06.1991 Repair ‘TOP CENTRE PLATE’.
04.06.1991 Repair ‘TRAIN PIPE (END)’.
04.06.1991 Repair ‘YOKE COMPLETE’.
04.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 114 N’
04.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 114 N’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BEARINGS’.
26.07.1991 Repair ‘COUPLER COMPLETE’.
26.07.1991 Repair ‘END BRAKE COCK’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 114 N’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘BRAKE BLOCK RB95’.
26.10.1993 Repair ‘BRAKE LEVER’.
26.10.1993 Repair ‘TOP CENTRE PLATE’.
26.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 114 N’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BEARERS’.
28.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1993 Repair ‘FLOOR COMPLETE’.
28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Repair ‘VEHICLE STENCILS’.
28.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 114 N’
28.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 114 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 114 N’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

10.06.1995 Repair ‘VEHICLE COMPLETE’.
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10.06.1995 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 114 N’

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 114 N’

ROHF 116

Details: wagon ‘ROHF 116 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.02.1996
Due Triple Valve: 03.12.1991
Last Triple Valve: 08.07.1991
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 06.11.1992
Last Lift: 06.10.1987

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 116 X’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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21.02.1996 Repair ‘VEHICLE RECLASSIFY’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 117

Details: wagon ‘ROHF 117 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.10.1995
Last Brake Cylinder: 23.08.1989
Last Single Car Test: 05.06.1991
Last Lift: 04.03.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘VEHICLE STENCILS’.
21.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 117 R’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.11.1990 Repair ‘VEHICLE STENCILS’.
16.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 117 R’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
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21.05.1991 Repair ‘SIDE BEARER’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 117 R’
10.11.1993 Repair ‘FLOOR DRAIN PLUG’.
10.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 117 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 117 R’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 117 R’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.05.1995 Repair ‘BOGIE COMPLETE’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 117 R’
11.05.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.

ROHF 118

Details: wagon ‘ROHF 118 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.01.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
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BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.08.1996
Due Triple Valve: 01.06.1989
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 14.07.1992
Last Lift: 17.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BEARINGS’.
08.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘TOP CENTRE PLATE’.
08.05.1990 Repair ‘VEHICLE STENCILS’.
08.05.1990 Repair ‘WHEEL SET’.
08.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 118 H’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 118 H’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1992 Repair ‘VEHICLE STENCILS’.
07.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 118 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

02.11.1993 Repair ‘VEHICLE RECLASSIFY’.
02.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 118 H’
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 118 H’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 118 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘BOGIE COMPLETE’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROCF 118 H’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 119

Details: wagon ‘ROHF 119 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.12.1995
Last Brake Cylinder: 11.01.1994
Last Single Car Test: 11.01.1994
Last Lift: 17.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BEARINGS’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘BRAKE PIN’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Repair ‘WEAR PLATES & SADDLES’.
30.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 119 M’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 119 M’
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 119 M’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1994 Repair ‘DOOR COMPLETE’.
06.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1994 Repair ‘VEHICLE STENCILS’.
06.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 119 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 119 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 119 M’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE RECLASSIFY’.

ROHF 121

Details: wagon ‘ROHF 121 N’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF, EX ROCF121, EX ROQF 121 R
BSG Code: FSOO

Capacity of 75 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Triple Valve: 18.05.1993
Last Brake Cylinder: 06.04.1994
Last Single Car Test: 06.04.1994
Last Lift: 05.01.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘VEHICLE STENCILS’.
04.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘STEP’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 121 R’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE LEVER’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘YOKE COMPLETE’.
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15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 121 R’

19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BRAKE BLOCK RB95’.
19.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1993 Repair ‘VEHICLE STENCILS’.
19.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1993 Repair ‘VEHICLE STENCILS’.
04.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE CONTROL PIPE’.
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 121 R’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.03.1993 Repair ‘VEHICLE STENCILS’.
24.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1993 Repair ‘VEHICLE STENCILS’.
12.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1993 Repair ‘VEHICLE STENCILS’.
15.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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30.03.1994 Repair ‘SIDE BEARER’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE STENCILS’.
30.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
07.09.1994 Alteration ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS TO

‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 121 R’
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 121 R’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 121 R’
07.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 121 R’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 121 R’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 121 R’

ROHF 123

Details: wagon ‘ROHF 123 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.08.1969
Operating System: AN
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Intended Use: ORE
Remarks: EX AOCF; EX ROQF 123M
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 07.06.1991
Last Single Car Test: 19.11.1993
Last Lift: 01.08.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE COMPLETE’.
14.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 123 M’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘AXLEBOX’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1991 Repair ‘SIDE BEARER’.
05.06.1991 Repair ‘VEHICLE STENCILS’.
05.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BEARINGS’.
29.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1993 Repair ‘SIDE BEARER’.
29.07.1993 Repair ‘VEHICLE STENCILS’.
29.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BEARERS’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
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27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.10.1993 Repair ‘VEHICLE STENCILS’.
27.10.1993 Repair ‘WEAR PLATES & SADDLES’.
27.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘VEHICLE STENCILS’.
15.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 123 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 123 M’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 123 M’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 123 M’

ROHF 125

Details: wagon ‘ROHF 125 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.10.1969
Operating System: AN
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Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 22.06.1990
Last Single Car Test: 17.12.1991
Last Lift: 23.07.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘END BRAKE COCK’.
19.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.12.1991 Repair ‘SIDE BEARER’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
13.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

25.10.1993 Repair ‘VEHICLE RECLASSIFY’.
25.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 125 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 125 H’
03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 125 H’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 125 H’

ROHF 126

Details: wagon ‘ROHF 126 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 24.07.1995
Last Triple Valve: 11.05.1990
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 10.05.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 126 Q’
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08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE COMPLETE’.
08.05.1990 Repair ‘BRAKE PULL ROD’.
08.05.1990 Repair ‘BRANCH PIPE’.
08.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.05.1990 Repair ‘SIDE BEARER’.
08.05.1990 Repair ‘STEP’.
08.05.1990 Repair ‘TOP CENTRE PLATE’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 126 Q’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE PIN’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 126 Q’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘VEHICLE STENCILS’.
29.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 126 Q’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 126 Q’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1993 Repair ‘VEHICLE STENCILS’.
08.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 126 Q’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 126 Q’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 126 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 126 Q’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 126 Q’
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 129

Details: wagon ‘ROHF 129 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.12.1995
Due Triple Valve: 25.09.1997
Last Brake Cylinder: 04.05.1994
Last Single Car Test: 04.05.1994
Last Lift: 08.07.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘END FRAME MEMBER’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 129 U’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
06.06.1991 Repair ‘VEHICLE STENCILS’.
06.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 129 U’
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15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BEARINGS’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘VEHICLE STENCILS’.
15.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 129 U’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
01.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 129 U’
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘BRAKE BLOCK RB95’.
22.04.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1994 Repair ‘COUPLER KNUCKLE’.
22.04.1994 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE STENCILS’.
22.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 129 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 129 U’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 129 U’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

ROHF 130

Details: wagon ‘ROHF 130 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF / ROQF 130 Q
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.08.1995
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 22.07.1992
Last Lift: 10.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BEARINGS’.
24.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
24.10.1990 Repair ‘BRAKE PIN’.
24.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘TRAIN PIPE’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Repair ‘WHEEL SET’.
24.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 130 Q’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
07.05.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 130 Q’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘END FRAME MEMBER’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
29.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 130 Q’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 130 Q’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 130 Q’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 130 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 130 Q’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 130 Q’

ROHF 135

Details: wagon ‘ROHF 135 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 135 P
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 02.02.1994
Last Single Car Test: 02.02.1994
Last Lift: 31.05.1984
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘VEHICLE STENCILS’.
20.11.1989 Repair ‘WEAR PLATES & SADDLES’.
20.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘STEP’.
30.08.1990 Repair ‘VEHICLE STENCILS’.
30.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 135 P’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
17.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
10.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘END FRAME MEMBER’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘END FRAME MEMBER’.
24.10.1991 Repair ‘VEHICLE STENCILS’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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10.12.1992 Repair ‘VEHICLE RETARE’.
10.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BRAKE BLOCK RB95’.
31.01.1994 Repair ‘HANDRAILS END’.
31.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1994 Repair ‘VEHICLE STENCILS’.
31.01.1994 Repair ‘WEAR PLATES & SADDLES’.
31.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
05.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 135 P’
05.08.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 135 P’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 135 P’

ROHF 139

Details: wagon ‘ROHF 139 B’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 07.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 139F
BSG Code: FSOO

Capacity of 75 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 25.08.1993
Last Single Car Test: 27.09.1993
Last Lift: 01.06.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 139 F’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘TOP CENTRE PLATE’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 139 F’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Repair ‘BRAKE PIN’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 139 F’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 139 F’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
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23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
23.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 139 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 139 F’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 139 F’
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 139 F’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 139 F’

ROHF 140

Details: wagon ‘ROHF 140 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 07.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.11.1995
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 19.11.1993
Last Lift: 22.11.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE COMPLETE’.
06.08.1992 Repair ‘BRAKE LEVER’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 140 B’
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
24.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 140 B’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.03.1993 Repair ‘VEHICLE STENCILS’.
05.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 140 B’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 140 B’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
12.11.1993 Repair ‘BRAKE BLOCK RB95’.
12.11.1993 Repair ‘COUPLER KNUCKLE’.
12.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1993 Repair ‘SIDE BEARER’.
12.11.1993 Repair ‘VEHICLE STENCILS’.
12.11.1993 Repair ‘WEAR PLATES & SADDLES’.
12.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 140 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 140 B’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

12.04.1995 Repair ‘BOGIE COMPLETE’.
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12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 140 B’
16.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.11.1995 Repair ‘VEHICLE RECLASSIFY’.

ROHF 142

Details: wagon ‘ROHF 142 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 23.05.1996
Last Brake Cylinder: 11.07.1990
Last Single Car Test: 16.02.1993
Last Lift: 31.05.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.07.1990 Repair ‘BOGIE BEARINGS’.
06.07.1990 Repair ‘BRAKE BLOCK RB95’.
06.07.1990 Repair ‘BRAKE SPRING’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1990 Repair ‘VEHICLE STENCILS’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER COMPLETE’.
28.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE COMPLETE’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 142 T’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BRAKE BLOCK RB95’.
04.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.12.1992 Repair ‘CARD OR CLIP HOLDER’.
04.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘SIDE BEARER’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
02.12.1993 Repair ‘VEHICLE RECLASSIFY’.
02.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 142 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
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ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 142 T’
16.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 143

Details: wagon ‘ROHF 143 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 01.01.1970
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.03.1996
Due Triple Valve: 08.09.1997
Last Triple Valve: 23.07.1993
Last Brake Cylinder: 11.01.1994
Last Single Car Test: 11.01.1994
Last Lift: 01.05.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1989 Repair ‘VEHICLE STENCILS’.
14.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE COMPLETE’.
09.02.1990 Repair ‘STEP’.
09.02.1990 Repair ‘VEHICLE STENCILS’.
09.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Repair ‘SIDE BEARER’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
17.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BRANCH PIPE’.
03.02.1992 Repair ‘VEHICLE STENCILS’.
03.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.07.1993 Repair ‘SIDE BEARER’.
19.07.1993 Repair ‘VEHICLE STENCILS’.
19.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Repair ‘VEHICLE STENCILS’.
05.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 143 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 143 F’
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon
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‘ROQF 143 F’
11.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 144

Details: wagon ‘ROHF 144 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 18.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Triple Valve: 07.06.1991
Last Brake Cylinder: 04.12.1990
Last Single Car Test: 24.04.1992
Last Lift: 14.03.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE BEARINGS’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
15.11.1990 Repair ‘WHEEL SET’.
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15.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 144 Y’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 144 Y’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 144 Y’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘VEHICLE STENCILS’.
22.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 144 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
10.01.1995 Repair ‘VEHICLE RECLASSIFY’.
10.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 144 Y’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 144 Y’

ROHF 145

Details: wagon ‘ROHF 145 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 19.09.1969
Operating System: AN
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Intended Use: ORE
Remarks: EX AOCF; EX ROQF 145 A
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 05.11.1990
Last Single Car Test: 20.02.1992
Last Lift: 14.09.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

10.08.1990 Repair ‘VEHICLE RECLASSIFY’.
10.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BEARINGS’.
24.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Repair ‘WHEEL SET’.
24.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘END FRAME MEMBER’.
12.03.1991 Repair ‘SIDE BEARER’.
12.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
17.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
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06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
02.01.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 145 A’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 145 A’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 145 A’

ROHF 148

Details: wagon ‘ROHF 148 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 19.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 17.01.1996
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 14.12.1993
Last Lift: 24.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE SIDEFRAME’.
13.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARINGS’.
22.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
22.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.10.1993 Repair ‘VEHICLE STENCILS’.
20.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.10.1993 Repair ‘VEHICLE RECLASSIFY’.
29.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
07.12.1993 Repair ‘VEHICLE STENCILS’.
07.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 148 E’
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06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

03.05.1995 Repair ‘BOGIE COMPLETE’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 148 E’
05.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 152

Details: wagon ‘ROHF 152 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 26.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 152E
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 19.08.1991
Last Single Car Test: 08.11.1993
Last Lift: 16.07.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘VEHICLE STENCILS’.
28.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BEARERS’.
30.10.1990 Repair ‘TOP CENTRE PLATE’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BRAKE CONTROL PIPE’.
29.01.1991 Repair ‘VEHICLE STENCILS’.
29.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘SIDE BEARER’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘BOGIE COMPLETE’.
28.08.1993 Repair ‘COUPLER KNUCKLE’.
28.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1993 Repair ‘VEHICLE STENCILS’.
28.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 152 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
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08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 152 E’
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 152 E’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 152 E’

ROHF 153

Details: wagon ‘ROHF 153 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF / ROQF 153 N
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.12.1995
Last Brake Cylinder: 07.01.1992
Last Single Car Test: 27.08.1993
Last Lift: 03.11.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1989 Repair ‘SIDE BEARER’.
16.11.1989 Repair ‘STEP’.
16.11.1989 Repair ‘VEHICLE STENCILS’.
16.11.1989 Repair ‘WEAR PLATES & SADDLES’.
16.11.1989 Repair ‘WHEEL SET’.
16.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
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11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘VEHICLE STENCILS’.
11.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1991 Repair ‘END FRAME MEMBER’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1992 Repair ‘VEHICLE STENCILS’.
02.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘VEHICLE STENCILS’.
24.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 153 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 153 N’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon
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‘ROQF 153 N’

ROHF 154

Details: wagon ‘ROHF 154 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1996
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 26.08.1993
Last Lift: 24.05.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘VEHICLE STENCILS’.
26.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 154 W’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Repair ‘WHEEL SET’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 154 W’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
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26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 154 W’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BOLSTER’.
21.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 154 W’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1993 Repair ‘SIDE BEARER’.
18.08.1993 Repair ‘VEHICLE STENCILS’.
18.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 154 W’
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 154 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 154 W’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 154 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 154 W’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 160

Details: wagon ‘ROHF 160 N’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 05.12.1990
Last Single Car Test: 19.11.1993
Last Lift: 23.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BOGIE SPRING’.
23.05.1990 Repair ‘VEHICLE STENCILS’.
23.05.1990 Repair ‘WEAR PLATES & SADDLES’.
23.05.1990 Repair ‘WHEEL SET’.
23.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘AXLEBOX’.
26.03.1991 Repair ‘VEHICLE STENCILS’.
26.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

15282



2.694. Wagon classification starting with ‘ROH’

03.09.1991 Repair ‘SIDE STEP’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BEARERS’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘VEHICLE RECLASSIFY’.
16.11.1993 Repair ‘VEHICLE STENCILS’.
16.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
16.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 160 R’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 160 R’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 160 R’

ROHF 162

Details: wagon ‘ROHF 162 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 26.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 162M
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 02.08.1993
Last Lift: 12.10.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘HANDRAILS END’.
15.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘TOP CENTRE PLATE’.
15.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 162 M’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1991 Repair ‘SIDE BEARER’.
18.11.1991 Repair ‘VEHICLE STENCILS’.
18.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 162 M’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
18.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 162 M’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 162 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 162 M’
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06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 162 M’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 162 M’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 162 M’
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 162 M’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 162 M’

ROHF 166

Details: wagon ‘ROHF 166 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.04.1996
Last Brake Cylinder: 24.04.1990
Last Single Car Test: 23.11.1992
Last Lift: 19.10.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘VEHICLE STENCILS’.
08.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 166 C’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRAKE BLOCK RB95’.
20.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘VEHICLE STENCILS’.
20.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 166 C’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE SPRING’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
29.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 166 C’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1992 Repair ‘VEHICLE STENCILS’.
13.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 166 C’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘VEHICLE STENCILS’.
13.11.1992 Repair ‘WHEEL SET’.
13.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 166 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 166 C’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

05.05.1995 Repair ‘BOGIE COMPLETE’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 166 C’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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18.04.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 169

Details: wagon ‘ROHF 169 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 169 G
BSG Code: FSOO

Capacity of 75 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Single Car Test: 11.03.1994
Last Lift: 08.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘SIDE BEARER’.
15.10.1992 Repair ‘TOP CENTRE PLATE’.
15.10.1992 Repair ‘TRAIN PIPE’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 169 G’
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BRAKE BLOCK RB95’.
09.03.1994 Repair ‘COUPLER KNUCKLE’.
09.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
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09.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE STENCILS’.
09.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 169 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.03.1995 Repair ‘VEHICLE RECLASSIFY’.
22.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 169 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 169 G’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 169 G’

ROHF 171

Details: wagon ‘ROHF 171 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.09.1996
Due Triple Valve: 29.04.1989
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 08.11.1993
Last Lift: 10.12.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘VEHICLE STENCILS’.
30.11.1989 Repair ‘WEAR PLATES & SADDLES’.
30.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1990 Repair ‘SIDE BEARER’.
26.10.1990 Repair ‘TOP CENTRE PLATE’.
26.10.1990 Repair ‘TRAIN PIPE (END)’.
26.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 171 L’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BRAKE BLOCK RB95’.
15.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.11.1990 Repair ‘BRAKE PIN’.
15.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
09.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1991 Repair ‘SIDE BEARER’.
01.03.1991 Repair ‘VEHICLE STENCILS’.
01.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘END FRAME MEMBER’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1991 Repair ‘END FRAME MEMBER’.
19.04.1991 Repair ‘VEHICLE STENCILS’.
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19.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘END FRAME MEMBER’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘END FRAME MEMBER’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1991 Repair ‘VEHICLE STENCILS’.
18.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘VEHICLE STENCILS’.
02.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1993 Repair ‘VEHICLE STENCILS’.
04.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘BOGIE BEARINGS’.
14.08.1993 Repair ‘SIDE BEARER’.
14.08.1993 Repair ‘VEHICLE STENCILS’.
14.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.10.1993 Repair ‘VEHICLE STENCILS’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘VEHICLE STENCILS’.
05.11.1993 Repair ‘WHEEL SET’.
05.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 171 L’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
03.05.1995 Repair ‘BOGIE COMPLETE’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 171 L’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 173

Details: wagon ‘ROHF 173 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.04.1996
Last Brake Cylinder: 17.07.1991
Last Single Car Test: 10.12.1992
Last Lift: 27.05.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘VEHICLE STENCILS’.
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25.01.1990 Repair ‘WHEEL SET’.
25.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 173 G’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BEARINGS’.
26.10.1990 Repair ‘BRAKE SPRING’.
26.10.1990 Repair ‘STEP’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 173 G’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘TOP CENTRE PLATE’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
16.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 173 G’
02.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1992 Repair ‘BOGIE COMPLETE’.
02.02.1992 Repair ‘BRAKE PULL ROD’.
02.02.1992 Repair ‘COUPLER COMPLETE’.
02.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.02.1992 Repair ‘SIDE BEARER’.
02.02.1992 Repair ‘TOP CENTRE PLATE’.
02.02.1992 Repair ‘YOKE COMPLETE’.
02.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 173 G’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.05.1992 Repair ‘VEHICLE STENCILS’.
08.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 173 G’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘VEHICLE STENCILS’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 173 G’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 173 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 173 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Repair ‘BOGIE COMPLETE’.
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01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 173 G’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE RECLASSIFY’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 177

Details: wagon ‘ROHF 177 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 25.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF; EX ROQF 177T
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 07.02.1989
Last Single Car Test: 16.12.1993
Last Lift: 18.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
13.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.03.1992 Repair ‘BOGIE BEARINGS’.
06.03.1992 Repair ‘SIDE BEARER’.
06.03.1992 Repair ‘TOP CENTRE PLATE’.
06.03.1992 Repair ‘VEHICLE STENCILS’.
06.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.04.1992 Repair ‘SIDE MEMBER’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Repair ‘TRAIN PIPE (END)’.
07.04.1992 Repair ‘VEHICLE COMPLETE’.
07.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 177 T’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1992 Repair ‘VEHICLE STENCILS’.
26.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BEARINGS’.
18.05.1993 Repair ‘BRAKE PIN’.
18.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.05.1993 Repair ‘VEHICLE STENCILS’.
18.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BEARINGS’.
13.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.12.1993 Repair ‘BRAKE BLOCK RB95’.
13.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1993 Repair ‘BRAKE SPRING’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘VEHICLE STENCILS’.
13.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 177 T’
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03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 177 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 177 T’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 177 T’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 177 T’

ROHF 179

Details: wagon ‘ROHF 179 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 25.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 179 Y
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BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 23.07.1993
Last Single Car Test: 25.01.1994
Last Lift: 10.04.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE BEARINGS’.
15.03.1991 Repair ‘BOGIE SPRING’.
15.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1991 Repair ‘SIDE BEARER’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
15.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE LEVER’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1993 Repair ‘TOP CENTRE PLATE’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 179 Y’
17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘VEHICLE STENCILS’.
21.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
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06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 179 Y’
30.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 179 Y’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 179 Y’
08.07.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
19.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 179 Y’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 179 Y’

ROHF 180

Details: wagon ‘ROHF 180 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 180K
BSG Code: FSOO

Capacity of 75 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Due Triple Valve: 02.03.1994
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 09.09.1993

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 180 K’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘VEHICLE STENCILS’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 180 K’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 180 K’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
13.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 180 K’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘END BRAKE COCK’.
21.04.1992 Repair ‘STEP’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 180 K’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
25.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 180 K’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BRAKE LEVER’.
31.08.1993 Repair ‘STEP’.
31.08.1993 Repair ‘TOP CENTRE PLATE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 180 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 180 K’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
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ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 180 K’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 180 K’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 180 K’

ROHF 185

Details: wagon ‘ROHF 185 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 04.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 02.09.1997
Last Brake Cylinder: 27.06.1989
Last Single Car Test: 24.04.1992
Last Lift: 05.05.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15299



2. TIMS GROUP INFORMATION - WAGONS

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘EMPTY LOAD VALVE’.
28.06.1990 Repair ‘END BRAKE COCK’.
28.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.06.1990 Repair ‘VEHICLE STENCILS’.
28.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 185 J’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BEARERS’.
30.10.1990 Repair ‘TOP CENTRE PLATE’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 185 J’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRAKE PULL ROD’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
26.06.1991 Repair ‘END HOSE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘TOP CENTRE PLATE’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Repair ‘TRAIN PIPE’.
26.06.1991 Repair ‘YOKE COMPLETE’.
26.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 185 J’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BEARINGS’.
06.03.1992 Repair ‘SIDE BEARER’.
06.03.1992 Repair ‘TOP CENTRE PLATE’.
06.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 185 J’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘SIDE BEARER’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 185 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
21.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 185 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.05.1995 Repair ‘BOGIE COMPLETE’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘ROQF 185 J’

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 187

Details: wagon ‘ROHF 187 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 08.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 21.03.1996
Last Triple Valve: 31.05.1993
Last Brake Cylinder: 31.05.1993
Last Single Car Test: 25.10.1993
Last Lift: 07.08.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE SPRING’.
16.10.1989 Repair ‘VEHICLE STENCILS’.
16.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
16.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 187 E’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
26.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘STEP’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘COUPLER COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘BRAKE PULL ROD’.
28.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 187 E’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BEARERS’.
21.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 187 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 187 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 187 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
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(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 189

Details: wagon ‘ROHF 189 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.12.1995
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 02.08.1993
Last Lift: 18.07.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
12.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER COMPLETE’.
19.08.1991 Repair ‘END BRAKE COCK’.
19.08.1991 Repair ‘SIDE BEARER’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Repair ‘WEAR PLATES & SADDLES’.
19.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.09.1992 Repair ‘VEHICLE STENCILS’.
08.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘TOP CENTRE PLATE’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 189 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 189 W’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
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ROHF 191

Details: wagon ‘ROHF 191 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.12.1995
Last Brake Cylinder: 27.07.1989
Last Single Car Test: 03.06.1992
Last Lift: 10.11.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE SPRING’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘VEHICLE STENCILS’.
25.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 191 E’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 191 E’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.10.1991 Repair ‘BRAKE PIN’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 191 E’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE BLOCK RB95’.
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28.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1992 Repair ‘VEHICLE STENCILS’.
28.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 191 E’
05.11.1993 Repair ‘BODY COMPLETE’.
05.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 191 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 191 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 191 E’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

ROHF 194

Details: wagon ‘ROHF 194 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.05.1996
Last Brake Cylinder: 08.03.1994
Last Single Car Test: 08.03.1994
Last Lift: 31.05.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘STEP’.
30.10.1989 Repair ‘VEHICLE STENCILS’.
30.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 194 X’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE SPRING’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 194 X’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘SIDE BEARER’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 194 X’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘VEHICLE STENCILS’.
01.12.1993 Repair ‘WHEEL SET’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 194 X’
04.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
04.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE STENCILS’.
04.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 194 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 194 X’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 194 X’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE RECLASSIFY’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 198

Details: wagon ‘ROHF 198 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 16.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1996
Last Triple Valve: 29.08.1989
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 02.03.1993
Last Lift: 21.12.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BOLSTER’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1989 Repair ‘BRANCH PIPE’.
24.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1989 Repair ‘TOP CENTRE PLATE’.
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24.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon
‘ROQF 198 V’

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1989 Repair ‘VEHICLE STENCILS’.
23.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BRAKE LEVER’.
17.12.1990 Repair ‘BRAKE PULL ROD’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘END HOSE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘TOP CENTRE PLATE’.
17.12.1990 Repair ‘YOKE COMPLETE’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 198 V’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
17.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BRANCH PIPE’.
04.04.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Repair ‘WHEEL SET’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
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15.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 198 V’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.09.1991 Repair ‘BRAKE LEVER’.
26.09.1991 Repair ‘BRAKE PIN’.
26.09.1991 Repair ‘BRAKE PULL ROD’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘END FRAME MEMBER’.
08.10.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1992 Repair ‘STEP’.
13.04.1992 Repair ‘TRAIN PIPE (END)’.
13.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 198 V’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Repair ‘WHEEL SET’.
12.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 198 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 198 V’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

28.04.1995 Repair ‘BOGIE COMPLETE’.
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 198 V’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 199

Details: wagon ‘ROHF 199 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 11.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.06.1996
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 22.10.1993
Last Lift: 01.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 199 H’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 199 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE LEVER’.
23.08.1993 Repair ‘LADDER’.
23.08.1993 Repair ‘TOP CENTRE PLATE’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 199 H’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 199 H’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1993 Repair ‘VEHICLE STENCILS’.
18.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 199 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 199 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Repair ‘BOGIE COMPLETE’.
01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 199 H’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE RECLASSIFY’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 200

Details: wagon ‘ROHF 200 S’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 16.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 29.08.1996
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 25.10.1993
Last Lift: 22.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1989 Repair ‘VEHICLE STENCILS’.
14.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 200 W’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘BRAKE PULL ROD’.
18.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘SIDE BEARER’.
18.06.1991 Repair ‘STEP’.
18.06.1991 Repair ‘TOP CENTRE PLATE’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Repair ‘YOKE CARRIER’.
18.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 200 W’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘TRAIN PIPE (END)’.
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17.02.1992 Repair ‘VEHICLE STENCILS’.
17.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 200 W’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 200 W’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE COMPLETE’.
13.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.10.1993 Repair ‘VEHICLE STENCILS’.
13.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 200 W’
26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 200 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 200 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

03.05.1995 Repair ‘BOGIE COMPLETE’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 200 W’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 203

Details: wagon ‘ROHF 203 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 27.07.1995
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 15.02.1994
Last Lift: 26.11.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
11.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 203 D’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘YOKE COMPLETE’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 203 D’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘SIDE BEARER’.
17.12.1990 Repair ‘TOP CENTRE PLATE’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘TRAIN PIPE’.
17.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 203 D’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB95’.
15.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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15.02.1993 Repair ‘SIDE BEARER’.
15.02.1993 Repair ‘VEHICLE STENCILS’.
15.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 203 D’
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE BEARINGS’.
10.02.1994 Repair ‘BRAKE BLOCK RB95’.
10.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1994 Repair ‘COUPLER KNUCKLE’.
10.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.02.1994 Repair ‘VEHICLE STENCILS’.
10.02.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 203 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 203 D’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

28.04.1995 Repair ‘BOGIE COMPLETE’.
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 203 D’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 204

Details: wagon ‘ROHF 204 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
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BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 21.03.1996
Last Brake Cylinder: 21.07.1993
Last Single Car Test: 21.07.1993
Last Lift: 30.03.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘VEHICLE STENCILS’.
18.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 204 M’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
27.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 204 M’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1992 Repair ‘VEHICLE STENCILS’.
07.01.1992 Repair ‘WHEEL SET’.
07.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 204 M’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE COMPLETE’.
25.05.1993 Repair ‘EMPTY LOAD VALVE’.
25.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 204 M’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE SPRING’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1993 Repair ‘SIDE BEARER’.
16.07.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 204 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 204 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

27.04.1995 Repair ‘BOGIE COMPLETE’.
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27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 204 M’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 206

Details: wagon ‘ROHF 206 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF / ROQF 206 H
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 12.12.1989
Last Brake Cylinder: 13.02.1992
Last Single Car Test: 27.08.1993
Last Lift: 14.07.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
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02.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1990 Repair ‘VEHICLE STENCILS’.
02.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘VEHICLE STENCILS’.
12.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE SPRING’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘VEHICLE STENCILS’.
21.09.1990 Repair ‘WHEEL SET’.
21.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘END FRAME MEMBER’.
18.06.1991 Repair ‘SIDE BEARER’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1992 Repair ‘VEHICLE STENCILS’.
10.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BEARINGS’.
10.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.12.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘VEHICLE STENCILS’.
24.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
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29.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 206 H’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 206 H’

ROHF 207

Details: wagon ‘ROHF 207 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.05.1995
Due Triple Valve: 29.06.1997
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 10.12.1992
Last Lift: 29.06.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 207 Q’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘BRAKE CONTROL PIPE’.
21.08.1991 Repair ‘BRAKE PULL ROD’.
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21.08.1991 Repair ‘SIDE BEARER’.
21.08.1991 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 207 Q’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1992 Repair ‘VEHICLE STENCILS’.
25.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 207 Q’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 207 Q’
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 207 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 207 Q’
24.03.1995 Repair ‘VEHICLE RECLASSIFY’.
24.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 207 Q’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘BOGIE COMPLETE’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 207 Q’
05.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 218

Details: wagon ‘ROHF 218 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 01.01.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 218K
BSG Code: FSOO

Capacity of 75 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Triple Valve: 22.08.1989
Last Brake Cylinder: 22.08.1989
Last Single Car Test: 07.10.1992

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘VEHICLE STENCILS’.
18.07.1989 Repair ‘WHEEL SET’.
18.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROQF 218 K’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 218 K’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘STEP’.
31.05.1990 Repair ‘VEHICLE STENCILS’.
31.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘VEHICLE STENCILS’.
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03.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BEARINGS’.
15.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.04.1991 Repair ‘SIDE BEARER’.
15.04.1991 Repair ‘VEHICLE STENCILS’.
15.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘VEHICLE STENCILS’.
01.10.1992 Repair ‘WHEEL SET’.
01.10.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 218 K’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 218 K’
27.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 218 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 218 K’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 218 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 218 K’
29.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 218 K’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
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20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 218 K’

ROHF 219

Details: wagon ‘ROHF 219 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.01.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.02.1996
Due Triple Valve: 22.09.1989
Last Brake Cylinder: 17.08.1990
Last Single Car Test: 27.05.1993
Last Lift: 08.03.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘VEHICLE STENCILS’.
20.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE SIDEFRAME’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘END BRAKE COCK’.
15.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
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01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE SPRING’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE PIN’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1991 Repair ‘VEHICLE STENCILS’.
05.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1993 Repair ‘VEHICLE STENCILS’.
21.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 219 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

12.04.1995 Repair ‘BOGIE COMPLETE’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 219 T’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.02.1996 Repair ‘VEHICLE RECLASSIFY’.

ROHF 221

Details: wagon ‘ROHF 221 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-13
Date Built: 05.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF / ROQF 221 B
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.08.1996
Last Brake Cylinder: 01.12.1993
Last Single Car Test: 01.12.1993

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 221 B’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BRAKE SPRING’.
08.10.1991 Repair ‘BRAKE SPRING’.
08.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1991 Repair ‘SIDE BEARER’.
08.10.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 221 B’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1993 Repair ‘SIDE BEARER’.
26.11.1993 Repair ‘VEHICLE STENCILS’.
26.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 221 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 221 B’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
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21.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 221 B’

23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 221 B’
09.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 221 B’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 221 B’

ROHF 223

Details: wagon ‘ROHF 223 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.01.1996
Last Brake Cylinder: 18.08.1993
Last Single Car Test: 18.08.1993
Last Lift: 27.06.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 223 T’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘STEP’.
01.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 223 T’
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16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘SIDE BEARER’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
16.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 223 T’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1993 Repair ‘SIDE BEARER’.
12.08.1993 Repair ‘VEHICLE STENCILS’.
12.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 223 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 223 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 223 T’
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 226

Details: wagon ‘ROHF 226 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
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Date Built: 18.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.01.1996
Due Triple Valve: 16.11.1991
Last Brake Cylinder: 16.11.1990
Last Single Car Test: 03.06.1992
Last Lift: 01.03.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 226 A’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BRAKE CONTROL PIPE’.
15.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.11.1990 Repair ‘COUPLER COMPLETE’.
15.11.1990 Repair ‘DRAFT GEAR POCKET’.
15.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1990 Repair ‘END BRAKE COCK’.
15.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1990 Repair ‘HANDRAILS’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Repair ‘SIDE BEARER’.
15.11.1990 Repair ‘STEP’.
15.11.1990 Repair ‘TOP CENTRE PLATE’.
15.11.1990 Repair ‘TRAIN PIPE (END)’.
15.11.1990 Repair ‘TRAIN PIPE’.
15.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 226 A’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Repair ‘WEAR PLATES & SADDLES’.
11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 226 A’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 226 A’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 226 A’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.05.1995 Repair ‘BOGIE COMPLETE’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 226 A’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 232

Details: wagon ‘ROHF 232 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 25.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1996
Last Single Car Test: 03.09.1993
Last Lift: 08.10.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.
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24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘VEHICLE STENCILS’.
24.11.1989 Repair ‘WEAR PLATES & SADDLES’.
24.11.1989 Repair ‘WHEEL SET’.
24.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE PIN’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘VEHICLE STENCILS’.
27.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.05.1991 Repair ‘SIDE BEARER’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
16.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1992 Repair ‘VEHICLE STENCILS’.
19.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘SIDE BEARER’.
02.09.1993 Repair ‘VEHICLE STENCILS’.
02.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 232 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 232 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 232 S’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

15331



2. TIMS GROUP INFORMATION - WAGONS

23.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 233

Details: wagon ‘ROHF 233 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 25.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.07.1996
Last Brake Cylinder: 13.06.1990
Last Lift: 30.09.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘HANDBRAKE HANDLE’.
06.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1990 Repair ‘VEHICLE STENCILS’.
06.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 233 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 233 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.
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07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 233 E’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 239

Details: wagon ‘ROHF 239 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.07.1996
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 26.08.1993
Last Lift: 05.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
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25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1990 Repair ‘STEP’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 239 M’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 239 M’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 239 M’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘END FRAME MEMBER’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 239 M’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.02.1993 Repair ‘VEHICLE STENCILS’.
19.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 239 M’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1993 Repair ‘SIDE BEARER’.
19.08.1993 Repair ‘VEHICLE STENCILS’.
19.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 239 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 239 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 239 M’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
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ROHF 242

Details: wagon ‘ROHF 242 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 03.09.1993
Last Single Car Test: 03.09.1993
Last Lift: 01.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB101’.
08.08.1989 Repair ‘END BRAKE COCK’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘BRAKE SPRING’.
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.07.1991 Repair ‘SIDE BEARER’.
22.07.1991 Repair ‘TOP CENTRE PLATE’.
22.07.1991 Repair ‘TRAIN PIPE (END)’.
22.07.1991 Repair ‘YOKE COMPLETE’.
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22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 242 D’

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘SIDE BEARER’.
03.02.1992 Repair ‘VEHICLE STENCILS’.
03.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
31.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1993 Repair ‘COUPLER KNUCKLE’.
31.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1993 Repair ‘SIDE BEARER’.
31.08.1993 Repair ‘VEHICLE STENCILS’.
31.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 242 D’
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 242 D’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon
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‘ROQF 242 D’

ROHF 247

Details: wagon ‘ROHF 247 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.01.1996
Last Brake Cylinder: 02.07.1993
Last Single Car Test: 02.07.1993
Last Lift: 11.04.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1990 Repair ‘VEHICLE STENCILS’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 247 C’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE BEARINGS’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 247 C’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘END BRAKE COCK’.
09.11.1990 Repair ‘VEHICLE STENCILS’.
09.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 247 C’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BEARERS’.
10.05.1991 Repair ‘BOGIE BOLSTER’.
10.05.1991 Repair ‘BOGIE SIDEFRAME’.
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10.05.1991 Repair ‘BRAKE SPRING’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
10.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 247 C’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BRAKE SPRING’.
31.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 247 C’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1993 Repair ‘SIDE BEARER’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 247 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 247 C’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 247 C’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 248

Details: wagon ‘ROHF 248 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 248L
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 02.03.1993
Last Lift: 01.06.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BOGIE COMPLETE’.
25.09.1991 Repair ‘BRAKE PULL ROD’.
25.09.1991 Repair ‘SIDE BEARER’.
25.09.1991 Repair ‘TOP CENTRE PLATE’.
25.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 248 L’
25.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 248 L’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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23.10.1991 Repair ‘VEHICLE STENCILS’.
23.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1993 Repair ‘VEHICLE STENCILS’.
23.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 248 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 248 L’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 248 L’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 248 L’

ROHF 249

Details: wagon ‘ROHF 249 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.03.1969
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Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.03.1996
Last Brake Cylinder: 23.11.1992
Last Single Car Test: 02.11.1993
Last Lift: 28.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1989 Repair ‘VEHICLE STENCILS’.
25.10.1989 Repair ‘WEAR PLATES & SADDLES’.
25.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1990 Repair ‘WEAR PLATES & SADDLES’.
02.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.01.1991 Repair ‘EMPTY LOAD VALVE’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
18.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BRANCH PIPE’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE LEVER’.
16.10.1992 Repair ‘BRANCH PIPE’.
16.10.1992 Repair ‘TOP CENTRE PLATE’.
16.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 249 U’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRAKE BLOCK RB95’.
11.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1992 Repair ‘VEHICLE STENCILS’.
11.11.1992 Repair ‘WHEEL SET’.
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11.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

24.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1993 Repair ‘BOGIE COMPLETE’.
24.10.1993 Repair ‘COUPLER KNUCKLE’.
24.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.10.1993 Repair ‘VEHICLE STENCILS’.
24.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
02.11.1993 Repair ‘VEHICLE RECLASSIFY’.
02.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 249 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 249 U’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 249 U’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE RECLASSIFY’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 254

Details: wagon ‘ROHF 254 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13

15342



2.694. Wagon classification starting with ‘ROH’

Date Built: 21.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF / ROQF 254 G
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.01.1996
Last Brake Cylinder: 04.05.1994
Last Single Car Test: 04.05.1994

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BEARINGS’.
23.11.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.11.1990 Repair ‘END HOSE’.
23.11.1990 Repair ‘VEHICLE STENCILS’.
23.11.1990 Repair ‘WHEEL SET’.
23.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1992 Repair ‘SIDE BEARER’.
12.02.1992 Repair ‘VEHICLE STENCILS’.
12.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BEARINGS’.
22.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1993 Repair ‘COUPLER KNUCKLE’.
22.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1993 Repair ‘SIDE BEARER’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE COMPLETE’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
23.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
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01.01.1994 Repair ‘BRANCH PIPE’.
01.01.1994 Repair ‘VEHICLE STENCILS’.
01.01.1994 Repair ‘WHEEL SET’.
01.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
26.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1994 Repair ‘BOGIE BEARINGS’.
26.04.1994 Repair ‘BRAKE FULCRUM BRACKET’.
26.04.1994 Repair ‘DOOR SEAL’.
26.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE STENCILS’.
26.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 254 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 254 G’
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 254 G’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 254 G’

ROHF 257

Details: wagon ‘ROHF 257 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.03.1996
Last Brake Cylinder: 13.03.1992
Last Single Car Test: 02.08.1993
Last Lift: 30.03.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘SIDE BEARER’.
21.07.1989 Repair ‘TOP CENTRE PLATE’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE COMPLETE’.
22.10.1991 Repair ‘COUPLER COMPLETE’.
22.10.1991 Repair ‘TOP CENTRE PLATE’.
22.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 257 K’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1992 Repair ‘SIDE BEARER’.
06.03.1992 Repair ‘TOP CENTRE PLATE’.
06.03.1992 Repair ‘VEHICLE STENCILS’.
06.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.04.1993 Repair ‘VEHICLE STENCILS’.
20.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
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30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘END BRAKE COCK’.
30.04.1993 Repair ‘TRAIN PIPE’.
30.04.1993 Repair ‘VEHICLE STENCILS’.
30.04.1993 Repair ‘YOKE CARRIER’.
30.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1993 Repair ‘SIDE BEARER’.
30.07.1993 Repair ‘VEHICLE STENCILS’.
30.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 257 K’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 257 K’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE RECLASSIFY’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 261

Details: wagon ‘ROHF 261 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 06.11.1992
Last Lift: 01.02.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘TOP CENTRE PLATE’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1990 Repair ‘END SILL’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘SIDE SILL’.
15.10.1990 Repair ‘SIDE STEP’.
15.10.1990 Repair ‘TOP CENTRE PLATE’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 261 K’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BEARINGS’.
26.10.1990 Repair ‘BRAKE PIN’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE PIN’.
12.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
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21.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BEARINGS’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
16.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BRAKE BLOCK RB95’.
30.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1992 Repair ‘VEHICLE STENCILS’.
30.10.1992 Repair ‘WHEEL SET’.
30.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 261 K’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
27.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 261 K’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 261 K’
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ROHF 263

Details: wagon ‘ROHF 263 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.08.1996
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 29.09.1992
Last Lift: 17.04.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
03.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 263 F’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BEARINGS’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘SIDE COMPLETE’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
28.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 263 F’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 263 F’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
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28.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1992 Repair ‘VEHICLE STENCILS’.
28.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 263 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 263 F’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 263 F’
24.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 265

Details: wagon ‘ROHF 265 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF; EX ROQF 265 A
BSG Code: FSOO

Capacity of 75 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Due Triple Valve: 10.08.1988
Last Brake Cylinder: 29.08.1989
Last Single Car Test: 27.08.1993
Last Lift: 10.08.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘COUPLER COMPLETE’.
25.08.1989 Repair ‘GRADE CONTROL VALVE’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘VEHICLE STENCILS’.
25.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘STEP’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
08.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BEARERS’.
04.04.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1993 Repair ‘COUPLER KNUCKLE’.
21.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1993 Repair ‘SIDE BEARER’.
21.08.1993 Repair ‘VEHICLE STENCILS’.
21.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 265 A’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
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26.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 265 A’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 265 A’

ROHF 266

Details: wagon ‘ROHF 266 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.06.1996
Due Triple Valve: 19.06.1997
Last Triple Valve: 17.10.1990
Last Brake Cylinder: 24.04.1992
Last Single Car Test: 17.03.1993
Last Lift: 19.06.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘COUPLER COMPLETE’.
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06.04.1990 Repair ‘END BRAKE COCK’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.04.1990 Repair ‘VEHICLE STENCILS’.
20.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.09.1990 Repair ‘VEHICLE STENCILS’.
21.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘HANDBRAKE HANDLE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
21.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE CONTROL PIPE’.
07.04.1992 Repair ‘BRAKE LEVER’.
07.04.1992 Repair ‘BRANCH PIPE’.
07.04.1992 Repair ‘COUPLER COMPLETE’.
07.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘STEP’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Repair ‘YOKE COMPLETE’.
07.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 266 J’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.02.1993 Repair ‘SIDE BEARER’.
08.02.1993 Repair ‘VEHICLE STENCILS’.
08.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.03.1993 Repair ‘VEHICLE STENCILS’.
09.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 266 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 266 J’
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06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

03.05.1995 Repair ‘BOGIE COMPLETE’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 266 J’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 269

Details: wagon ‘ROHF 269 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 269N
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 17.03.1993
Last Lift: 18.08.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 269 N’
12.02.1992 Repair ‘TOP CENTRE PLATE’.
12.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 269 N’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘BRAKE PULL ROD’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Repair ‘SIDE STEP’.
04.03.1992 Repair ‘STEP’.
04.03.1992 Repair ‘TOP CENTRE PLATE’.
04.03.1992 Repair ‘TRAIN PIPE (END)’.
04.03.1992 Repair ‘YOKE COMPLETE’.
04.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 269 N’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
07.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 269 N’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
12.03.1993 Repair ‘VEHICLE STENCILS’.
12.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 269 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 269 N’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 269 N’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 269 N’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 269 N’
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ROHF 270

Details: wagon ‘ROHF 270 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 06.02.1996
Last Brake Cylinder: 02.02.1993
Last Single Car Test: 02.02.1993
Last Lift: 01.02.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
13.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
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14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
14.11.1991 Repair ‘BRAKE LEVER’.
14.11.1991 Repair ‘BRAKE PIN’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
14.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.01.1993 Repair ‘VEHICLE STENCILS’.
27.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
18.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 270 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 270 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

12.04.1995 Repair ‘BOGIE COMPLETE’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 270 J’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 272

Details: wagon ‘ROHF 272 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.05.1996
Last Brake Cylinder: 15.09.1993
Last Single Car Test: 22.11.1993
Last Lift: 14.03.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
22.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘VEHICLE STENCILS’.
09.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
25.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE SPRING’.
27.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Repair ‘VEHICLE STENCILS’.
26.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1993 Repair ‘VEHICLE STENCILS’.
23.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.
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14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1993 Repair ‘SIDE BEARER’.
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Repair ‘VEHICLE STENCILS’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.11.1993 Repair ‘VEHICLE STENCILS’.
19.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 272 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 272 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 272 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE RECLASSIFY’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 274

Details: wagon ‘ROHF 274 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.08.1996
Last Brake Cylinder: 14.05.1992
Last Single Car Test: 02.08.1993
Last Lift: 26.04.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE SPRING’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1989 Repair ‘VEHICLE STENCILS’.
23.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 274 W’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE BEARINGS’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Repair ‘WHEEL SET’.
07.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 274 W’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘VEHICLE STENCILS’.
27.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 274 W’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
16.11.1990 Repair ‘VEHICLE STENCILS’.
16.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 274 W’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘SIDE BEARER’.
12.05.1992 Repair ‘VEHICLE STENCILS’.
12.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 274 W’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘SIDE BEARER’.
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30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 274 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 274 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 274 W’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.02.1996 Repair ‘VEHICLE RECLASSIFY’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 279

Details: wagon ‘ROHF 279 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 11.01.1994
Last Lift: 09.02.1983
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE SPRING’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.11.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COUPLER COMPLETE’.
10.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.12.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1992 Repair ‘VEHICLE STENCILS’.
21.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
15.11.1993 Repair ‘VEHICLE STENCILS’.
15.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
16.11.1993 Repair ‘VEHICLE RECLASSIFY’.
16.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1994 Repair ‘VEHICLE STENCILS’.
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05.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 279 V’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 279 V’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 279 V’

ROHF 280

Details: wagon ‘ROHF 280 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF / ROQF 280 R
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 23.05.1996
Last Brake Cylinder: 06.03.1989
Last Single Car Test: 07.09.1990
Last Lift: 01.09.1979

08.12.1993 Repair ‘VEHICLE RECLASSIFY’.
08.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 280 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 280 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 280 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 280 R’
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 280 R’
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 280 R’
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 280 R’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 280 R’

ROHF 281

Details: wagon ‘ROHF 281 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 15.09.1993
Last Lift: 03.05.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.01.1990 Repair ‘BOGIE COMPLETE’.
15.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1990 Repair ‘VEHICLE STENCILS’.
15.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘VEHICLE STENCILS’.
27.03.1990 Repair ‘WEAR PLATES & SADDLES’.
27.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Repair ‘WEAR PLATES & SADDLES’.
01.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
18.01.1991 Repair ‘VEHICLE COMPLETE’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 281 D’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.07.1991 Repair ‘DRAFT GEAR POCKET’.
29.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
29.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘YOKE CARRIER’.
29.07.1991 Repair ‘YOKE COMPLETE’.
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29.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 281 D’

07.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1991 Repair ‘GRADE CONTROL VALVE’.
07.10.1991 Repair ‘SIDE BEARER’.
07.10.1991 Repair ‘VEHICLE STENCILS’.
07.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BRAKE SPRING’.
25.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
25.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Repair ‘VEHICLE STENCILS’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
02.12.1993 Repair ‘VEHICLE RECLASSIFY’.
02.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 281 D’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 281 D’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 281 D’
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ROHF 284

Details: wagon ‘ROHF 284 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Last Single Car Test: 12.06.1991
Last Lift: 01.09.1979

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

25.02.1990 Repair ‘BOGIE SPRING’.
25.02.1990 Repair ‘HANDRAILS END’.
25.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 284 H’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘BRAKE PULL ROD’.
03.10.1990 Repair ‘TOP CENTRE PLATE’.
03.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 284 H’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BRAKE PIN’.
06.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE LEVER’.
28.11.1990 Repair ‘BRAKE PIN’.
28.11.1990 Repair ‘TRAIN PIPE’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
28.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
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14.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BOGIE SPRING’.
15.03.1991 Repair ‘VEHICLE STENCILS’.
15.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE PIN’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 284 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 284 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 284 H’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 284 H’

ROHF 286

Details: wagon ‘ROHF 286 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.07.1969
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Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 286 C
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 02.02.1994
Last Single Car Test: 02.02.1994
Last Lift: 24.06.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 286 C’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BRAKE PULL ROD’.
22.07.1991 Repair ‘SIDE BEARER’.
22.07.1991 Repair ‘TOP CENTRE PLATE’.
22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 286 C’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.08.1991 Repair ‘SIDE BEARER’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 286 C’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BOGIE BEARINGS’.
29.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
29.06.1992 Repair ‘VEHICLE STENCILS’.
29.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 286 C’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1992 Repair ‘VEHICLE STENCILS’.
17.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 286 C’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE COMPLETE’.
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31.01.1994 Repair ‘BRAKE BLOCK RB95’.
31.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1994 Repair ‘SIDE BEARER’.
31.01.1994 Repair ‘VEHICLE STENCILS’.
31.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 286 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 286 C’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 286 C’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 286 C’

ROHF 289

Details: wagon ‘ROHF 289 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF / ROQF 289 G
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.07.1996
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 11.05.1993
Last Lift: 07.08.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘VEHICLE STENCILS’.
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 289 G’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BEARINGS’.
26.07.1991 Repair ‘TOP CENTRE PLATE’.
26.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘BRAKE PULL ROD’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.08.1991 Repair ‘SIDE BEARER’.
21.08.1991 Repair ‘TOP CENTRE PLATE’.
21.08.1991 Repair ‘YOKE COMPLETE’.
21.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 289 G’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE BEARINGS’.
12.09.1991 Repair ‘SIDE BEARER’.
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12.09.1991 Repair ‘VEHICLE STENCILS’.
12.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘VEHICLE STENCILS’.
18.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COUPLER COMPLETE’.
29.04.1993 Repair ‘SIDE BEARER’.
29.04.1993 Repair ‘TOP CENTRE PLATE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
29.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE RECLASSIFY’.
08.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 289 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 289 G’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 289 G’

ROHF 296

Details: wagon ‘ROHF 296 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890

15372



2.694. Wagon classification starting with ‘ROH’

Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 22.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.09.1995
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 02.07.1993

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1991 Repair ‘SIDE BEARER’.
14.05.1991 Repair ‘VEHICLE STENCILS’.
14.05.1991 Repair ‘WEAR PLATES & SADDLES’.
14.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 296 K’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Repair ‘WEAR PLATES & SADDLES’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 296 K’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRAKE BLOCK RB95’.
01.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.06.1992 Repair ‘COUPLER COMPLETE’.
01.06.1992 Repair ‘VEHICLE STENCILS’.
01.06.1992 Repair ‘WHEEL SET’.
01.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 296 K’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘COUPLER COMPLETE’.
28.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 296 K’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 296 K’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1993 Repair ‘SIDE BEARER’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 296 K’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 296 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 296 K’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 296 K’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 297

Details: wagon ‘ROHF 297 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
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BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1996
Last Brake Cylinder: 09.03.1992
Last Single Car Test: 27.08.1993
Last Lift: 27.07.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE CONTROL PIPE’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘YOKE COMPLETE’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 297 T’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
05.11.1991 Repair ‘TOP CENTRE PLATE’.
05.11.1991 Repair ‘WHEEL SET’.
05.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 297 T’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘STEP’.
27.02.1992 Repair ‘TOP CENTRE PLATE’.
27.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 297 T’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1993 Repair ‘VEHICLE STENCILS’.
23.08.1993 Repair ‘WHEEL SET’.
23.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 297 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
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08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 297 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 297 T’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 298

02.07.1996 Reclassified from wagon ‘ROHF 298 B’ to ’ wagon ‘ROQF 298 F’.

ROHF 300

Details: wagon ‘ROHF 300 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 08.05.1996
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 11.01.1994
Last Lift: 18.11.1987
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1989 Repair ‘VEHICLE STENCILS’.
06.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 300 G’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER COMPLETE’.
15.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1993 Repair ‘VEHICLE STENCILS’.
15.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 300 G’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1993 Repair ‘VEHICLE STENCILS’.
19.08.1993 Repair ‘WHEEL SET’.
19.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 300 G’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1994 Repair ‘VEHICLE STENCILS’.
05.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 300 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 300 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 300 G’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.12.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROHF 302

Details: wagon ‘ROHF 302 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 04.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1996
Last Triple Valve: 15.12.1989
Last Single Car Test: 11.05.1993
Last Lift: 30.09.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
27.07.1989 Repair ‘VEHICLE STENCILS’.
27.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘VEHICLE STENCILS’.
06.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 302 B’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.06.1990 Repair ‘END BRAKE COCK’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘SIDE BEARER’.
10.02.1992 Repair ‘VEHICLE STENCILS’.
10.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1992 Repair ‘TRAIN PIPE’.
20.10.1992 Repair ‘VEHICLE STENCILS’.
20.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘HANDRAILS’.
30.04.1993 Repair ‘HANDRAILS END’.
30.04.1993 Repair ‘VEHICLE STENCILS’.
30.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 302 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 302 B’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 302 B’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 304

Details: wagon ‘ROHF 304 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C

15379



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 04.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 26.04.1995
Due Triple Valve: 02.07.1994
Last Brake Cylinder: 22.01.1992
Last Single Car Test: 02.07.1993
Last Lift: 09.03.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘TOP CENTRE PLATE’.
07.11.1989 Repair ‘VEHICLE STENCILS’.
07.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1990 Repair ‘VEHICLE STENCILS’.
12.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BEARINGS’.
06.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.06.1990 Repair ‘VEHICLE STENCILS’.
06.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
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11.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE SPRING’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
17.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1993 Repair ‘SIDE BEARER’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 304 T’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 304 T’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 307

Details: wagon ‘ROHF 307 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 11.06.1969
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Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1996
Due Triple Valve: 05.10.1997
Last Brake Cylinder: 23.04.1993
Last Single Car Test: 12.07.1993
Last Lift: 28.04.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARINGS’.
09.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1991 Repair ‘SIDE BEARER’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 307 A’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.08.1991 Repair ‘VEHICLE STENCILS’.
23.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 307 A’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘VEHICLE STENCILS’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 307 A’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘SIDE BEARER’.
21.04.1993 Repair ‘VEHICLE STENCILS’.
21.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 307 A’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1993 Repair ‘VEHICLE STENCILS’.
06.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 307 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
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21.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon
‘ROQF 307 A’

06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 307 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 311

Details: wagon ‘ROHF 311 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 19.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.02.1996
Last Triple Valve: 21.06.1988
Last Brake Cylinder: 03.11.1989
Last Single Car Test: 06.11.1992
Last Lift: 10.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘TOP CENTRE PLATE’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 311 A’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BRAKE PIN’.
27.09.1991 Repair ‘SIDE BEARER’.
27.09.1991 Repair ‘VEHICLE STENCILS’.
27.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 311 A’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘COUPLER COMPLETE’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.10.1992 Repair ‘VEHICLE STENCILS’.
09.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 311 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 311 A’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 311 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.11.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 313

Details: wagon ‘ROHF 313 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 19.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.01.1996
Due Triple Valve: 02.08.1989
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 18.02.1993
Last Lift: 16.02.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1989 Repair ‘SIDE BEARER’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘VEHICLE STENCILS’.
28.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘VEHICLE STENCILS’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘SIDE BEARER’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
14.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BEARERS’.
25.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COUPLER COMPLETE’.
30.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
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30.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘VEHICLE STENCILS’.
12.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 313 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 313 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 313 S’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 315

Details: wagon ‘ROHF 315 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 19.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Due Triple Valve: 28.09.1997
Last Brake Cylinder: 27.07.1993
Last Single Car Test: 16.03.1994

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BEARINGS’.
07.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 315 N’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 315 N’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1993 Repair ‘TOP CENTRE PLATE’.
23.07.1993 Repair ‘VEHICLE STENCILS’.
23.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 315 N’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 315 N’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BOGIE WEAR PLATES’.
11.03.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.03.1994 Repair ‘COUPLER KNUCKLE’.
11.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
11.03.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE STENCILS’.
11.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 315 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 315 N’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
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ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 315 N’
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 315 N’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon

‘ROQF 315 N’

ROHF 317

Details: wagon ‘ROHF 317 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 30.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 317X
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 25.10.1993
Last Lift: 16.09.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE PIN’.
27.08.1990 Repair ‘VEHICLE STENCILS’.
27.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘COUPLER COMPLETE’.
18.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
18.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘SIDE BEARER’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.08.1991 Repair ‘BOGIE SIDEFRAME’.
23.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.08.1991 Repair ‘END FRAME MEMBER’.
23.08.1991 Repair ‘VEHICLE STENCILS’.
23.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘VEHICLE STENCILS’.
13.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
03.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘SIDE BEARER’.
24.08.1993 Repair ‘VEHICLE STENCILS’.
24.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Repair ‘VEHICLE STENCILS’.
20.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
17.03.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 317 X’
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 317 X’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 317 X’

ROHF 320

Details: wagon ‘ROHF 320 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO
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Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.07.1995
Last Triple Valve: 11.12.1989
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 24.06.1993
Last Lift: 24.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE BEARERS’.
05.12.1989 Repair ‘BOGIE COMPLETE’.
05.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1989 Repair ‘TOP CENTRE PLATE’.
05.12.1989 Repair ‘TOP CENTRE PLATE’.
05.12.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROQF 320 W’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END BRAKE COCK’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Repair ‘WHEEL SET’.
01.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘VEHICLE STENCILS’.
21.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 320 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 320 W’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 325

Details: wagon ‘ROHF 325 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 09.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 325 V
BSG Code: FSOO

Capacity of 75 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Last Triple Valve: 18.12.1990
Last Brake Cylinder: 28.09.1992
Last Single Car Test: 01.06.1993
Last Lift: 21.09.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘HANDRAILS END’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
04.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE SPRING’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.12.1990 Repair ‘VEHICLE STENCILS’.
14.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1992 Repair ‘VEHICLE STENCILS’.
15.09.1992 Repair ‘WHEEL SET’.
15.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRAKE BLOCK RB95’.
25.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 325 V’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 325 V’
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 325 V’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 325 V’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 325 V’

ROHF 328

Details: wagon ‘ROHF 328 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF / ROQF 328 C
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.07.1996
Due Triple Valve: 12.10.1994
Last Brake Cylinder: 25.10.1991
Last Single Car Test: 12.10.1993
Last Lift: 19.06.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BRAKE PIN’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
28.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
13.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
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20.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1991 Repair ‘VEHICLE STENCILS’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘VEHICLE STENCILS’.
27.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BRAKE PULL ROD’.
28.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘SIDE BEARER’.
28.09.1993 Repair ‘TOP CENTRE PLATE’.
28.09.1993 Repair ‘TRAIN PIPE (END)’.
28.09.1993 Repair ‘VEHICLE COMPLETE’.
28.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 328 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.03.1995 Repair ‘VEHICLE RECLASSIFY’.
20.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 328 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 328 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 328 C’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 328 C’
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ROHF 330

Details: wagon ‘ROHF 330 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.05.1995
Last Brake Cylinder: 19.07.1991
Last Single Car Test: 02.09.1993
Last Lift: 02.11.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 330 H’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘GRADE CONTROL VALVE’.
17.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1991 Repair ‘SIDE BEARER’.
17.07.1991 Repair ‘TOP CENTRE PLATE’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
17.07.1991 Repair ‘WHEEL SET’.
17.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 330 H’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.02.1992 Repair ‘TOP CENTRE PLATE’.
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03.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 330 H’

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1993 Repair ‘VEHICLE STENCILS’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 330 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE BLOCK RB95’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘TOP CENTRE PLATE’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 330 H’
17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 330 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 330 H’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 330 H’
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 330 H’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

02.05.1995 Repair ‘BOGIE COMPLETE’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 330 H’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 331

Details: wagon ‘ROHF 331 M’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF / ROQF 331 Q
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.05.1996
Last Brake Cylinder: 18.08.1993
Last Single Car Test: 15.11.1993
Last Lift: 01.08.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
12.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.07.1989 Repair ‘TOP CENTRE PLATE’.
12.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 331 Q’
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Repair ‘TOP CENTRE PLATE’.
14.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Repair ‘SIDE BEARER’.
28.08.1989 Repair ‘TOP CENTRE PLATE’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 331 Q’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
24.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.07.1991 Repair ‘END FRAME MEMBER’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘HANDBRAKE HANDLE’.
24.07.1991 Repair ‘HANDRAILS’.
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24.07.1991 Repair ‘HANDRAILS END’.
24.07.1991 Repair ‘SIDE STEP’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 331 Q’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘CARD OR CLIP HOLDER’.
28.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.09.1992 Repair ‘VEHICLE STENCILS’.
28.09.1992 Repair ‘WHEEL SET’.
28.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.01.1993 Repair ‘VEHICLE STENCILS’.
18.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1993 Repair ‘VEHICLE STENCILS’.
21.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE COMPLETE’.
12.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1993 Repair ‘SIDE BEARER’.
12.08.1993 Repair ‘VEHICLE STENCILS’.
12.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.11.1993 Repair ‘FLOOR DRAIN PLUG’.
11.11.1993 Repair ‘VEHICLE RECLASSIFY’.
11.11.1993 Repair ‘VEHICLE STENCILS’.
11.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
11.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.
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AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 331 Q’
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 331 Q’
14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 331 Q’
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 331 Q’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 331 Q’

ROHF 338

Details: wagon ‘ROHF 338 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 22.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO
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Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.12.1995
Due Triple Valve: 02.08.1989
Last Brake Cylinder: 06.01.1992
Last Single Car Test: 27.08.1993
Last Lift: 24.02.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
27.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 338 K’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘SIDE BEARER’.
16.12.1991 Repair ‘VEHICLE STENCILS’.
16.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 338 K’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘VEHICLE STENCILS’.
01.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 338 K’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘BOGIE COMPLETE’.
21.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1993 Repair ‘COUPLER KNUCKLE’.
21.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1993 Repair ‘FLOOR COMPLETE’.
21.08.1993 Repair ‘SIDE BEARER’.
21.08.1993 Repair ‘STEP’.
21.08.1993 Repair ‘VEHICLE STENCILS’.
21.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 338 K’
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 338 K’
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 338 K’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 338 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.02.1995 Repair ‘VEHICLE RECLASSIFY’.
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08.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon
‘ROQF 338 K’

06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 338 K’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

ROHF 340

Details: wagon ‘ROHF 340 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 11.06.1996
Last Triple Valve: 21.06.1988
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 28.09.1993
Last Lift: 17.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1989 Repair ‘VEHICLE STENCILS’.
14.07.1989 Repair ‘WHEEL SET’.
14.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 340 P’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 340 P’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 340 P’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
03.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 340 P’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Repair ‘VEHICLE STENCILS’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 340 P’
22.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 340 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 340 P’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 340 P’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE RECLASSIFY’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 341

Details: wagon ‘ROHF 341 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Last Brake Cylinder: 10.03.1994
Last Single Car Test: 06.04.1994
Last Lift: 12.09.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE SPRING’.
22.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1990 Repair ‘VEHICLE STENCILS’.
22.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘VEHICLE STENCILS’.
05.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘SIDE BEARER’.
04.05.1992 Repair ‘VEHICLE STENCILS’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 341 B’
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23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1993 Repair ‘SIDE BEARER’.
23.07.1993 Repair ‘VEHICLE STENCILS’.
23.07.1993 Repair ‘WHEEL SET’.
23.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BOGIE COMPLETE’.
07.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1994 Repair ‘SIDE BEARER’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Repair ‘VEHICLE STENCILS’.
07.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1994 Repair ‘BRAKE PIN’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE STENCILS’.
31.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 341 B’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

02.05.1995 Repair ‘BOGIE COMPLETE’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 341 B’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
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ROHF 344

Details: wagon ‘ROHF 344 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 29.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 24.07.1995
Last Triple Valve: 10.07.1989
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 10.03.1994
Last Lift: 14.04.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1989 Repair ‘VEHICLE STENCILS’.
06.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 344 F’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘TOP CENTRE PLATE’.
24.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 344 F’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRANCH PIPE’.
29.11.1989 Repair ‘SIDE BEARER’.
29.11.1989 Repair ‘TOP CENTRE PLATE’.
29.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 344 F’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE COMPLETE’.
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12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘END HOSE’.
12.12.1989 Repair ‘SIDE BEARER’.
12.12.1989 Repair ‘TOP CENTRE PLATE’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 344 F’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRANCH PIPE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 344 F’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘COUPLER KNUCKLE’.
22.01.1991 Repair ‘VEHICLE STENCILS’.
22.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 344 F’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BEARINGS’.
03.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘SIDE BEARER’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 344 F’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘SIDE BEARER’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 344 F’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BRAKE BLOCK RB95’.
07.03.1994 Repair ‘COUPLER KNUCKLE’.
07.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Repair ‘VEHICLE STENCILS’.
07.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 344 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 344 F’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘ROQF 344 F’

11.05.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROHF 345

Details: wagon ‘ROHF 345 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.08.1996
Last Brake Cylinder: 19.07.1993
Last Single Car Test: 05.10.1993
Last Lift: 03.12.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE BEARINGS’.
07.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1990 Repair ‘BRAKE BLOCK RB95’.
07.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1990 Repair ‘WHEEL SET’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 345 Y’
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19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘SIDE BEARER’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 345 Y’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘VEHICLE STENCILS’.
22.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 345 Y’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER COMPLETE’.
15.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.07.1993 Repair ‘END BRAKE COCK’.
15.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.07.1993 Repair ‘VEHICLE STENCILS’.
15.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 345 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BRAKE LEVER’.
27.09.1993 Repair ‘SIDE STEP’.
27.09.1993 Repair ‘TOP CENTRE PLATE’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
27.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 345 Y’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
28.09.1993 Repair ‘SIDE BEARER’.
28.09.1993 Repair ‘VEHICLE RECLASSIFY’.
28.09.1993 Repair ‘VEHICLE STENCILS’.
28.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 345 Y’
28.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 345 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 345 Y’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

02.05.1995 Repair ‘BOGIE COMPLETE’.
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02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 345 Y’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 347

Details: wagon ‘ROHF 347 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF; EX ROQF 347J
BSG Code: FSOO

Capacity of 75 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1996
Due Triple Valve: 17.12.1992
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 18.02.1993
Last Lift: 18.08.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘VEHICLE STENCILS’.
16.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRAKE CONTROL PIPE’.
11.01.1990 Repair ‘VEHICLE STENCILS’.
11.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
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20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRANCH PIPE’.
20.04.1990 Repair ‘VEHICLE STENCILS’.
20.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRANCH PIPE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘Mannahill’ with a previous code of wagon ‘ROQF 347 J’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BRANCH PIPE’.
20.02.1991 Repair ‘COUPLER COMPLETE’.
20.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Repair ‘SIDE BEARER’.
20.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRANCH PIPE’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRANCH PIPE’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.12.1991 Repair ‘VEHICLE STENCILS’.
03.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BEARINGS’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘VEHICLE STENCILS’.
16.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 347 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 347 J’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
10.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 347 J’
20.09.1996 Repair ‘BOGIE COMPLETE’.
20.09.1996 Repair ‘VEHICLE RECLASSIFY’.
20.09.1996 Issued at location ‘Bathurst’ with a previous code of wagon ‘ROQF 347 J’

ROHF 352

Details: wagon ‘ROHF 352 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 73 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 21.05.1996
Last Triple Valve: 04.09.1989
Last Brake Cylinder: 10.04.1991
Last Single Car Test: 26.08.1993
Last Lift: 22.02.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BEARERS’.
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28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Repair ‘TOP CENTRE PLATE’.
28.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROQF 352 S’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE SIDEFRAME’.
15.06.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.11.1990 Repair ‘COUPLER KNUCKLE’.
02.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 352 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
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‘ROHF’. (RS4898)’. New class: ‘ROHF’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
05.05.1995 Repair ‘BOGIE COMPLETE’.
05.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 352 S’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 353

Details: wagon ‘ROHF 353 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.03.1996
Due Triple Valve: 10.12.1991
Last Brake Cylinder: 04.05.1994
Last Single Car Test: 04.05.1994
Last Lift: 09.11.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
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22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 353 E’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘STEP’.
26.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 353 E’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 353 E’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1992 Repair ‘VEHICLE STENCILS’.
14.05.1992 Repair ‘WHEEL SET’.
14.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 353 E’
19.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1994 Repair ‘BOGIE FRICTION WEDGE’.
19.04.1994 Repair ‘BOGIE SIDEFRAME’.
19.04.1994 Repair ‘BOGIE WEAR PLATES’.
19.04.1994 Repair ‘BRAKE BLOCK RB95’.
19.04.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1994 Repair ‘COUPLER KNUCKLE’.
19.04.1994 Repair ‘COUPLER KNUCKLE PIN’.
19.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1994 Repair ‘SIDE BEARER’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE STENCILS’.
19.04.1994 Repair ‘WHEEL SET’.
19.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 353 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 353 E’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROQF 353 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

ROHF 2435

Details: wagon ‘ROHF 2435 V’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.12.1995
Due Triple Valve: 11.08.1997
Last Triple Valve: 27.06.1989
Last Brake Cylinder: 05.10.1993
Last Single Car Test: 05.10.1993
Last Lift: 11.08.1987

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘VEHICLE STENCILS’.
20.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2435 C’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1990 Repair ‘VEHICLE STENCILS’.
18.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2435 C’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2435 C’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘VEHICLE STENCILS’.
04.09.1990 Repair ‘WEAR PLATES & SADDLES’.
04.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2435 C’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
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14.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2435 C’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1993 Repair ‘BOGIE COMPLETE’.
27.09.1993 Repair ‘BRAKE BLOCK RB95’.
27.09.1993 Repair ‘BRAKE PULL ROD’.
27.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1993 Repair ‘FLOOR SHEETING’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
27.09.1993 Repair ‘YOKE FOLLOWER’.
27.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2435 C’
28.09.1993 Repair ‘VEHICLE RECLASSIFY’.
28.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2435 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 2435 C’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROQF 2435 C’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.

ROHF 2437

Details: wagon ‘ROHF 2437 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 58 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1997
Due Triple Valve: 17.10.1989
Last Brake Cylinder: 06.12.1988
Last Single Car Test: 16.01.1989
Last Lift: 12.08.1975

06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS
ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

07.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2437 U’
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 2437 U’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2437 U’
22.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2437 U’
11.03.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2437 U’
16.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2437 U’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2437 U’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2437 U’
16.01.1997 Repair ‘BOGIE COMPLETE’.
16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
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16.01.1997 Issued at location ‘Broken Hill’ with a previous code of wagon
‘ROQF 2437 U’

ROHF 2439

Details: wagon ‘ROHF 2439 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF / ROQF 2439 P
BSG Code: FSOO

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.02.1996
Last Brake Cylinder: 28.07.1992
Last Lift: 03.11.1987

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
27.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘BRAKE LEVER’.
27.07.1992 Repair ‘BRAKE PULL ROD’.
27.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROQF 2439 P’
31.07.1992 Repair ‘VEHICLE RECLASSIFY’.
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31.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROQF 2439 P’

28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO
‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2439 P’
30.11.1993 Repair ‘VEHICLE RECLASSIFY’.
30.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2439 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROQF 2439 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2439 P’
24.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2439 P’
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2439 P’
19.07.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROQF 2439 P’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROQF 2439 P’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘ROQF 2439 P’

2.695 Wagon classification starting with ‘ROJ’

ROJX 1

Details: wagon ‘ROJX 1 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘ROBX 1 V’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.05.1996 Repair ‘VEHICLE RECLASSIFY’.
23.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 1 V’

ROJX 4

Details: wagon ‘ROJX 4 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 4 C
BSG Code: VXOZ

Capacity of 51 tonnes

25.09.1993 Repair ‘HANDRAILS’.
25.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 4 C’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS
TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.

26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 4 C’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 4 C’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1996 Repair ‘VEHICLE RECLASSIFY’.
05.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 4 C’

ROJX 13

Details: wagon ‘ROJX 13 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 13 B
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

20.07.1995 Repair ‘VEHICLE RECLASSIFY’.
20.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 13 B’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 15

Details: wagon ‘ROJX 15 U’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 15 T
BSG Code: VXOZ

Capacity of 51 tonnes

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 15 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 17

Details: wagon ‘ROJX 17 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 17 Y
BSG Code: VXOZ

Capacity of 51 tonnes

01.07.1993 Repair ‘YOKE CARRIER’.
01.07.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 17 Y’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 17 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
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04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 17 Y’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 17 Y’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 17 Y’
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 17 Y’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 17 Y’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 17 Y’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1996 Repair ‘VEHICLE RECLASSIFY’.
05.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 17 Y’

ROJX 23

Details: wagon ‘ROJX 23 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX
BSG Code: VXOZ

Capacity of 51 tonnes

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 23 J’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROJX 32

Details: wagon ‘ROJX 32 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 32 X
BSG Code: VXOZ

Capacity of 52 tonnes

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 32 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 33

Details: wagon ‘ROJX 33 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RKJX 33 K
BSG Code: VXOZ

Capacity of 51 tonnes

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
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02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RKJX 33 K’
12.01.1994 Repair ‘YOKE CARRIER’.
12.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKJX 33 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKJX 33 K’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKJX 33 K’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RKJX 33 K’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RKJX 33 K’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
19.04.1995 Alteration complete ‘WELD DOORS CLOSED ON 20 NO. ‘ROBX’ AND

RECLASSIFY TO ‘ROJX’ (NRC072)’. New class: ‘ROJX’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKJX 33 K’
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RKJX 33 K’
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJX 33 K’
09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKJX 33 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 36

Details: wagon ‘ROJX 36 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 36 V
BSG Code: VXOZ

Capacity of 52 tonnes
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23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 36 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 40

Details: wagon ‘ROJX 40 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 40 V
BSG Code: VXOZ

Capacity of 51 tonnes

07.08.1995 Repair ‘VEHICLE RECLASSIFY’.
07.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 40 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 45

Details: wagon ‘ROJX 45 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 45 U
BSG Code: VXOZ
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Capacity of 51 tonnes

25.07.1995 Repair ‘VEHICLE RECLASSIFY’.
25.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 45 U’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 51

Details: wagon ‘ROJX 51 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 51 P’
23.05.1996 Repair ‘VEHICLE RECLASSIFY’.
23.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 51 P’

ROJX 54

Details: wagon ‘ROJX 54 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX VOFX, EX ROBX54T
BSG Code: VXOZ

Capacity of 51 tonnes

13.07.1995 Repair ‘VEHICLE RECLASSIFY’.
13.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 54 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 56

Details: wagon ‘ROJX 56 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 56 Y
BSG Code: VXOZ

Capacity of 51 tonnes

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 56 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 59

Details: wagon ‘ROJX 59 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 59S
BSG Code: VXOZ

Capacity of 51 tonnes

08.01.1996 Repair ‘VEHICLE RECLASSIFY’.
08.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 59 S’

ROJX 66

Details: wagon ‘ROJX 66 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 66W
BSG Code: VXOZ

Capacity of 51 tonnes

14.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 66 W’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘ROBX 66 W’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROBX 66 W’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 66 W’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 66 W’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 66 W’
10.04.1996 Repair ‘VEHICLE RECLASSIFY’.
10.04.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROBX 66 W’
26.04.1996 Repair ‘VEHICLE RECLASSIFY’.
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26.04.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘ROBX 66 W’

ROJX 68

Details: wagon ‘ROJX 68 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 68 R
BSG Code: VXOZ

Capacity of 51 tonnes

01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 68 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 69

Details: wagon ‘ROJX 69 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 69 D
BSG Code: VXOZ

Capacity of 51 tonnes

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
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23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘ROBX 69 D’

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ROJX 71

Details: wagon ‘ROJX 71 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 71 X’
24.11.1992 Repair ‘HANDRAILS’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 71 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROBX 71 X’
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 71 X’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 71 X’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 71 X’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 71 X’

ROJX 73

Details: wagon ‘ROJX 73 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX / ROBX 73 D
BSG Code: VXOZ

Capacity of 51 tonnes

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 73 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 77

Details: wagon ‘ROJX 77 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 77Q
BSG Code: VXOZ

Capacity of 51 tonnes
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13.07.1995 Repair ‘VEHICLE RECLASSIFY’.
13.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 77 Q’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 78

Details: wagon ‘ROJX 78 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX78C
BSG Code: VXOZ

Capacity of 51 tonnes

13.07.1995 Repair ‘VEHICLE RECLASSIFY’.
13.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 78 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 79

Details: wagon ‘ROJX 79 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX / ROBX 79 L
Wagon Width: 2740mm
Wagon Height: 1378mm
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BSG Code: VXOZ

Capacity of 51 tonnes

19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 79 L’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 81

Details: wagon ‘ROJX 81 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RKCX 81 L
BSG Code: VXOZ

Capacity of 51 tonnes

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘DOOR OPENING MECHANISM’.
18.08.1989 Repair ‘END BRAKE COCK’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘RKCX 81 L’
17.08.1990 Repair ‘YOKE COMPLETE’.
17.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKCX 81 L’
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘COUPLER COMPLETE’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘EMPTY LOAD VALVE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
01.09.1990 Repair ‘HANDRAILS END’.
01.09.1990 Repair ‘HANDRAILS END’.
01.09.1990 Repair ‘YOKE COMPLETE’.
01.09.1990 Repair ‘YOKE PIN’.
01.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RKCX 81 L’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BEARERS’.
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10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RKCX 81 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RKCX 81 L’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKCX 81 L’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RKCX 81 L’
25.01.1995 Alteration complete ‘RECLASSIFY ROBX TO RKCX. (NRC068)’. New class:

‘RKCX’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘RKCX 81 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKCX 81 L’

ROJX 83

29.06.1995 Repair ‘VEHICLE RECLASSIFY’.
29.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 83 L’
07.09.1995 Reclassified from wagon ‘ROJX 83 M’ to ’ wagon ‘RKEX 83 M’.

ROJX 84

Details: wagon ‘ROJX 84 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 84 U
BSG Code: VXOZ

Capacity of 51 tonnes
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19.07.1995 Repair ‘VEHICLE RECLASSIFY’.
19.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 84 U’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 85

Details: wagon ‘ROJX 85 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 85 G
BSG Code: VXOZ

Capacity of 51 tonnes

25.07.1995 Repair ‘VEHICLE RECLASSIFY’.
25.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 85 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 86

Details: wagon ‘ROJX 86 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 86 P
BSG Code: VXOZ
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Capacity of 52 tonnes

23.06.1995 Repair ‘VEHICLE RECLASSIFY’.
23.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 86 P’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 88

Details: wagon ‘ROJX 88 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 88 K
BSG Code: VXOZ

Capacity of 51 tonnes

07.08.1995 Repair ‘VEHICLE RECLASSIFY’.
07.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 88 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 93

Details: wagon ‘ROJX 93 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX VOBX 93 A
BSG Code: VXOZ

Capacity of 51 tonnes

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 93 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 97

Details: wagon ‘ROJX 97 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX ROBX 97
BSG Code: VXOZ

Capacity of 51 tonnes

05.01.1996 Repair ‘VEHICLE RECLASSIFY’.
05.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 97 J’

ROJX 98

Details: wagon ‘ROJX 98 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX ROBX 98 S
BSG Code: VXOZ

Capacity of 51 tonnes

08.07.1995 Repair ‘VEHICLE RECLASSIFY’.
08.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 98 S’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROJX 108

Details: wagon ‘ROJX 108 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 50 tonnes

16.12.1989 Repair ‘HANDRAILS END’.
16.12.1989 Repair ‘STEP’.
16.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 108 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 108 W’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 108 W’
04.03.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 108 W’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 108 W’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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21.05.1996 Repair ‘VEHICLE RECLASSIFY’.
21.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 108 W’

ROJX 110

Details: wagon ‘ROJX 110 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 50 tonnes

06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROBX 110 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS

TO ‘ROBX’ (NRC034)’. New class: ‘ROBX’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 110 E’
30.03.1995 Alteration ‘VEHICLES COMPLETED ON THE P.M. PROGRAM FOR NRC

(PMPROG)’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROBX 110 E’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROBX 110 E’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ROBX 110 E’

15441



2. TIMS GROUP INFORMATION - WAGONS

ROJX 187

Details: wagon ‘ROJX 187 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RKCX 187 D
BSG Code: VXOZ

Capacity of 50 tonnes

02.01.1996 Repair ‘VEHICLE RECLASSIFY’.
02.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RKCX 187 D’

ROJX 1009

11.03.1997 Reclassified from wagon ‘ROJX 1009 X’ to ’ wagon ‘ROBX 1009 H’.

2.696 Wagon classification starting with ‘ROK’

ROKX 1975

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

08.12.1995 Reclassified from wagon ‘ROKX 1975 C’ to ’ wagon ‘ROOX 1975 Y’.

ROKX 1980

Details: wagon ‘ROKX 1980 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.11.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 02.02.1996
Due Triple Valve: 23.01.1990
Last Brake Cylinder: 15.02.1991
Last Single Car Test: 27.10.1989
Last Lift: 03.09.1985
Cont Max Slots: 3

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 1980 A’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE BEARERS’.
27.10.1989 Repair ‘BRAKE PULL ROD’.
27.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1989 Repair ‘SIDE BEARER’.
27.10.1989 Repair ‘STANCHION’.
27.10.1989 Repair ‘STEP’.
27.10.1989 Repair ‘TOP CENTRE PLATE’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Repair ‘YOKE CARRIER’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1980 A’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1980 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
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CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

29.05.1990 Repair ‘STEP’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1980 A’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BRAKE LEVER’.
10.08.1990 Repair ‘BRAKE PIN’.
10.08.1990 Repair ‘BRAKE PULL ROD’.
10.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1990 Repair ‘COUPLER KNUCKLE’.
10.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1990 Repair ‘EMPTY LOAD VALVE’.
10.08.1990 Repair ‘GRADE CONTROL VALVE’.
10.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘STEP’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1991 Repair ‘BRAKE LEVER’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘DOOR COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘DOOR FRAME’.
13.05.1992 Repair ‘DOOR LOCK MECHANISM’.
13.05.1992 Repair ‘DOOR OPENING MECHANISM’.
13.05.1992 Repair ‘STANCHION’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘DOOR COMPLETE’.
19.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 1980 A’
12.11.1993 Repair ‘END BRAKE COCK’.
12.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1980 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 1980 A’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 1980 A’
12.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 1980 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1980 A’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1980 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 1985

Details: wagon ‘ROKX 1985 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
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Date Built: 19.12.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 48 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 28.09.1995
Due Triple Valve: 09.12.1992
Last Triple Valve: 14.02.1990
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 12.05.1992
Last Lift: 07.07.1982
Cont Max Slots: 3

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1990 Repair ‘DOOR FRAME’.
13.02.1990 Repair ‘DOOR OPENING MECHANISM’.
13.02.1990 Repair ‘DRAFT GEAR POCKET’.
13.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 1985 W’
17.04.1990 Repair ‘STEP’.
17.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 1985 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.08.1990 Repair ‘BRAKE LEVER’.
09.08.1990 Repair ‘BRAKE PULL ROD’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘TRAIN PIPE’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1985 W’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘END HOSE’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘ROOX 1985 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘COUPLER COMPLETE’.
07.09.1991 Repair ‘COUPLER KNUCKLE’.
07.09.1991 Repair ‘EMPTY LOAD VALVE’.
07.09.1991 Repair ‘GRADE CONTROL VALVE’.
07.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 1985 W’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 1985 W’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘STEP’.
04.05.1992 Repair ‘VEHICLE STENCILS’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1985 W’
16.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1985 W’
10.12.1993 Repair ‘END HOSE’.
10.12.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 1985 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1985 W’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 1985 W’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 1985 W’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 1985 W’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ROOX 1985 W’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE RECLASSIFY’.
28.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 1985 W’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 1989

23.12.1988 Alteration ‘FIT INTERMEDIATE REDUCTION SHAFT AND GEARS TO
HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES NORTHERN
REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR 1977, 1983,
1985 & 1993). (RS4369)’.

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING
DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

08.12.1995 Reclassified from wagon ‘ROKX 1989 A’ to ’ wagon ‘ROOX 1989 M’.

ROKX 2152

Details: wagon ‘ROKX 2152 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.01.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 07.03.1995
Last Triple Valve: 03.03.1993
Last Brake Cylinder: 02.01.1992
Last Single Car Test: 18.05.1989
Last Lift: 20.01.1983
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AOOX 2152 T’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2160

Details: wagon ‘ROKX 2160 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.03.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 11.05.1996
Due Triple Valve: 01.11.1987
Last Single Car Test: 22.06.1990
Last Lift: 01.11.1986
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2160 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2168

Details: wagon ‘ROKX 2168 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.04.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2168 G
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 21.03.1996
Due Triple Valve: 06.03.1990
Last Brake Cylinder: 14.11.1991
Last Single Car Test: 27.06.1988
Last Lift: 02.02.1983
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2168 G’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2174

Details: wagon ‘ROKX 2174 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.05.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 13.10.1995
Due Triple Valve: 01.04.1991
Last Triple Valve: 01.06.1988
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 06.06.1991
Last Lift: 16.04.1982
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.07.1990 Repair ‘STEP’.
15.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2174 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRANCH PIPE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘DOOR COMPLETE’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1991 Repair ‘TRAIN PIPE (END)’.
05.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2174 B’
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22.08.1993 Repair ‘DOOR COMPLETE’.
22.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2174 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2174 B’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2174 B’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2174 B’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2174 B’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2174 B’

ROKX 2263

Details: wagon ‘ROKX 2263 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.08.1970
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 22.09.1995
Last Triple Valve: 09.07.1992
Last Brake Cylinder: 09.07.1992
Last Single Car Test: 27.02.1989
Last Lift: 06.02.1987
Cont Max Slots: 3

07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2263 Y’
03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2263 Y’
28.05.1990 Repair ‘DOOR HINGES AND PINS’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2263 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘EMPTY LOAD VALVE’.
10.04.1991 Repair ‘END BRAKE COCK’.
10.04.1991 Repair ‘END HOSE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘HANDRAILS END’.
10.04.1991 Repair ‘STEP’.
10.04.1991 Repair ‘TRAIN PIPE (END)’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2263 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR LOCK MECHANISM’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘END BRAKE COCK’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2263 Y’
30.09.1991 Repair ‘SIDE BEARER’.
30.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2263 Y’
27.05.1992 Repair ‘HANDRAILS END’.
27.05.1992 Repair ‘STEP’.
27.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2263 Y’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.07.1992 Repair ‘ISOLATING COCK’.
09.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
09.07.1992 Repair ‘RELAY VALVE’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2263 Y’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2263 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2263 Y’
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2263 Y’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2263 Y’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2263 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2264

Details: wagon ‘ROKX 2264 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.08.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 28.06.1996
Due Triple Valve: 19.05.1988
Last Brake Cylinder: 25.08.1988
Last Single Car Test: 05.08.1993
Last Lift: 17.09.1982
Cont Max Slots: 3

25.04.1990 Repair ‘HANDRAILS END’.
25.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2264 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BEARINGS’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘END HOSE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2264 A’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
21.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2264 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.04.1992 Repair ‘DOOR LOCK MECHANISM’.
06.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2264 A’
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09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE CONTROL PIPE’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2264 A’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘DOOR HINGES AND PINS’.
04.08.1993 Repair ‘DOOR LOCK MECHANISM’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘HANDRAILS END’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2264 A’
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2264 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2264 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2264 A’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE RECLASSIFY’.
21.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2264 A’
28.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2267

Details: wagon ‘ROKX 2267 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.09.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2267 E
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 02.12.1994
Due Triple Valve: 01.03.1995
Last Triple Valve: 18.07.1989
Last Single Car Test: 28.07.1993
Last Lift: 13.05.1987
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2267 E’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2273

Details: wagon ‘ROKX 2273 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.09.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 03.11.1995
Due Triple Valve: 30.12.1989
Last Triple Valve: 01.12.1989
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 25.10.1993
Last Lift: 03.03.1982
Cont Max Slots: 3

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘NYLON HOSE’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2273 W’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BRANCH PIPE’.
28.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.11.1989 Repair ‘DOOR LOCK MECHANISM’.
28.11.1989 Repair ‘DOOR OPENING MECHANISM’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
28.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2273 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Repair ‘HANDRAILS END’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2273 W’
07.11.1990 Repair ‘HANDRAILS END’.
07.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2273 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘DOOR LOCK MECHANISM’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘ROOX 2273 W’
24.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2273 W’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
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23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2273 W’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2273 W’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Repair ‘DOOR OPENING MECHANISM’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘END HOSE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2273 W’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.07.1992 Repair ‘DOOR COMPLETE’.
09.07.1992 Repair ‘DOOR LOCK MECHANISM’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘END HOSE’.
09.07.1992 Repair ‘END HOSE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘SIDE STEP’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2273 W’
22.08.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2273 W’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘CENTRE SILL’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
22.10.1993 Repair ‘END BRAKE COCK’.
22.10.1993 Repair ‘END COMPLETE’.
22.10.1993 Repair ‘END HOSE’.
22.10.1993 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Repair ‘HANDBRAKE HANDLE’.
22.10.1993 Repair ‘SIDE BEARER’.
22.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2273 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
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20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ROOX 2273 W’

05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2273 W’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2273 W’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2273 W’

ROKX 2276

Details: wagon ‘ROKX 2276 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.12.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX;STORED 05.09.94
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UO UZ CZ
Return to Service Date: 27.06.1996
Last Triple Valve: 17.08.1990
Last Brake Cylinder: 08.11.1989
Last Single Car Test: 07.04.1993
Last Lift: 07.05.1986
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2276 D’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2279

Details: wagon ‘ROKX 2279 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.10.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 28.06.1996
Last Brake Cylinder: 14.09.1989
Last Single Car Test: 07.09.1990
Last Lift: 12.08.1983
Cont Max Slots: 3

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘DOOR HINGES AND PINS’.
14.09.1989 Repair ‘DOOR LOCK MECHANISM’.
14.09.1989 Repair ‘DOOR OPENING MECHANISM’.
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14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Repair ‘VEHICLE COMPLETE’.
14.09.1989 Repair ‘VEHICLE STENCILS’.
14.09.1989 Repair ‘WEAR PLATES & SADDLES’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2279 H’
24.04.1990 Repair ‘DOOR COMPLETE’.
24.04.1990 Repair ‘STANCHION’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2279 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘END BRAKE COCK’.
07.09.1990 Repair ‘END HOSE’.
07.09.1990 Repair ‘TRAIN PIPE (END)’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2279 H’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘DOOR LOCK MECHANISM’.
20.03.1991 Repair ‘END BRAKE COCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2279 H’
02.04.1991 Repair ‘END HOSE’.
02.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2279 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘DOOR COMPLETE’.
02.01.1992 Repair ‘EMPTY LOAD VALVE’.
02.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2279 H’
26.08.1993 Repair ‘HANDRAILS END’.
26.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2279 H’
16.11.1993 Repair ‘HANDRAILS END’.
16.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2279 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
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12.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2279 H’

13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2279 H’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2279 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

21.10.1995 Repair ‘VEHICLE RECLASSIFY’.
21.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2279 H’
03.11.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2283

Details: wagon ‘ROKX 2283 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.11.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 18.04.1996
Due Triple Valve: 01.11.1990
Last Single Car Test: 11.01.1991
Last Lift: 01.11.1985
Cont Max Slots: 3

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘DOOR COMPLETE’.
05.04.1990 Repair ‘HANDRAILS END’.
05.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2283 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘DOOR HINGES AND PINS’.
24.10.1990 Repair ‘END BRAKE COCK’.
24.10.1990 Repair ‘END HOSE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2283 H’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.01.1991 Repair ‘DOOR LOCK MECHANISM’.
09.01.1991 Repair ‘DOOR OPENING MECHANISM’.
09.01.1991 Repair ‘END HOSE’.
09.01.1991 Repair ‘HANDRAILS’.
09.01.1991 Repair ‘SIDE BEARER’.
09.01.1991 Repair ‘TOP CENTRE PLATE’.
09.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2283 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘CARD OR CLIP HOLDER’.
25.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘DOOR LOCK MECHANISM’.
25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘RELAY VALVE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2283 H’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2283 H’
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2283 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE RECLASSIFY’.
13.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2283 H’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2289

Details: wagon ‘ROKX 2289 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.12.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 05.07.1996
Last Triple Valve: 27.04.1989
Last Brake Cylinder: 03.03.1992
Last Single Car Test: 17.03.1993
Last Lift: 01.10.1980
Cont Max Slots: 3

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.03.1990 Repair ‘HANDBRAKE HANDLE’.
13.03.1990 Repair ‘SIDE BEARER’.
13.03.1990 Repair ‘STEP’.
13.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1990 Repair ‘YOKE CARRIER’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2289 P’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘END HOSE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2289 P’
13.03.1991 Repair ‘TRAIN PIPE (END)’.
13.03.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘ROOX 2289 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2289 P’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘END BRAKE COCK’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1991 Repair ‘STANCHION’.
26.11.1991 Repair ‘TRAIN PIPE (END)’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2289 P’
23.02.1992 Repair ‘DOOR LOCK MECHANISM’.
23.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2289 P’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.02.1992 Repair ‘BRAKE PULL ROD’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
28.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2289 P’
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2289 P’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘DOOR COMPLETE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2289 P’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2289 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2289 P’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

14.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2289 P’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2289 P’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2307

Details: wagon ‘ROKX 2307 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX / AOOX 2307 P
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 26.02.1995
Due Triple Valve: 23.01.1990
Last Brake Cylinder: 03.08.1992
Last Single Car Test: 12.04.1990
Last Lift: 23.08.1978
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2307 J’

ROKX 2310

Details: wagon ‘ROKX 2310 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 22.09.1995
Last Triple Valve: 11.08.1993
Last Brake Cylinder: 29.07.1988
Last Single Car Test: 03.11.1992
Last Lift: 30.11.1982
Cont Max Slots: 3

13.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2310 A’
17.04.1990 Repair ‘STEP’.
17.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2310 A’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘DOOR LOCK MECHANISM’.
28.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2310 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE PULL ROD’.
04.07.1990 Repair ‘COUPLER KNUCKLE’.
04.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.07.1990 Repair ‘TRAIN PIPE (END)’.
04.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2310 A’
20.12.1990 Repair ‘SIDE STEP’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2310 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.02.1992 Repair ‘DOOR LOCK MECHANISM’.
20.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2310 A’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2310 A’
22.09.1992 Repair ‘HANDRAILS END’.
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22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2310 A’

12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2310 A’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘CARD OR CLIP HOLDER’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
24.03.1993 Repair ‘GRADE CONTROL VALVE’.
24.03.1993 Repair ‘WHEEL SET’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2310 A’
30.07.1993 Repair ‘AXLEBOX’.
30.07.1993 Repair ‘HANDRAILS’.
30.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2310 A’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
11.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘HAND RELEASE (AIR)’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2310 A’
26.11.1993 Repair ‘STEP’.
26.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2310 A’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2310 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2310 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2310 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2310 A’
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ROKX 2311

Details: wagon ‘ROKX 2311 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 04.03.1996
Last Brake Cylinder: 15.11.1990
Last Single Car Test: 12.03.1994
Last Lift: 28.02.1986
Cont Max Slots: 3

13.10.1989 Repair ‘HANDRAILS END’.
13.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘DOOR OPENING MECHANISM’.
27.02.1990 Repair ‘TRAIN PIPE (END)’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2311 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2311 J’
19.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘DOOR LOCK MECHANISM’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘END SHEETING’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2311 J’
15.03.1991 Repair ‘STEP’.
15.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BRAKE CONTROL PIPE’.
12.03.1994 Repair ‘HANDRAILS END’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2311 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROOX 2311 J’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2311 J’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2311 J’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2311 J’
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2311 J’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2318

Details: wagon ‘ROKX 2318 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Brake Cylinder: 02.05.1991
Last Single Car Test: 22.05.1989
Last Lift: 26.02.1986
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1990 Repair ‘BRAKE LEVER’.
11.10.1990 Repair ‘BRANCH PIPE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.10.1990 Repair ‘WEAR PLATES & SADDLES’.
11.10.1990 Repair ‘WHEEL SET’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2318 D’
24.02.1991 Repair ‘HANDRAILS END’.
24.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2318 D’
02.04.1991 Repair ‘BRAKE LEVER’.
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02.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2318 D’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘WHEEL SET’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2318 D’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2318 D’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2318 D’
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2318 D’
15.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2318 D’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘HANDRAILS END’.
02.04.1993 Repair ‘ISOLATING COCK’.
02.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2318 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2318 D’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2318 D’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2318 D’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2318 D’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

15474



2.696. Wagon classification starting with ‘ROK’

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2318 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2320

Details: wagon ‘ROKX 2320 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2320 X
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 04.08.1994
Due Triple Valve: 05.11.1988
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 02.03.1990
Last Lift: 02.05.1977
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2320 X’

ROKX 2324

Details: wagon ‘ROKX 2324 J’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.10.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2324 V
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 20.02.1996
Last Triple Valve: 12.12.1988
Last Brake Cylinder: 04.12.1992
Last Single Car Test: 02.10.1991
Last Lift: 23.04.1980
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2324 V’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2325

Details: wagon ‘ROKX 2325 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.10.1971
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 28.06.1991
Last Lift: 07.09.1973
Cont Max Slots: 3

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2325 H’
24.08.1989 Repair ‘STANCHION’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘DOOR OPENING MECHANISM’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2325 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘END BRAKE COCK’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2325 H’
10.10.1990 Repair ‘STEP’.
10.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2325 H’
11.03.1991 Repair ‘STEP’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
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26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘DOOR LOCK MECHANISM’.
26.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1991 Repair ‘VEHICLE STENCILS’.
26.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2325 H’
02.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
09.01.1992 Repair ‘DOOR COMPLETE’.
09.01.1992 Repair ‘DOOR LOCK MECHANISM’.
09.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
24.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
09.10.1992 Repair ‘BRAKE BLOCK RB95’.
09.10.1992 Repair ‘STEP’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘VEHICLE COMPLETE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2325 H’
16.04.1993 Repair ‘COUPLER COMPLETE’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2325 H’
20.01.1994 Repair ‘STEP’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2325 H’
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2325 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2325 H’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2325 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
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12.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2325 H’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2330

Details: wagon ‘ROKX 2330 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WI CM CN CO CU
Return to Service Date: 10.07.1996
Due Triple Valve: 01.08.1987
Last Brake Cylinder: 27.07.1988
Last Single Car Test: 30.06.1992
Last Lift: 13.11.1986
Cont Max Slots: 3

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘BRAKE BLOCK RB101’.
13.09.1989 Repair ‘BRAKE LEVER’.
13.09.1989 Repair ‘TRAIN PIPE (END)’.
13.09.1989 Repair ‘TRAIN PIPE’.
13.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
15.03.1990 Repair ‘HANDRAILS END’.
15.03.1990 Repair ‘STEP’.
15.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2330 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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23.07.1990 Repair ‘DOOR COMPLETE’.
23.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘TRAIN PIPE (END)’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2330 Q’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BRAKE LEVER’.
29.06.1992 Repair ‘BRAKE SPRING’.
29.06.1992 Repair ‘END HOSE’.
29.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1992 Repair ‘STANCHION’.
29.06.1992 Repair ‘TRAIN PIPE (END)’.
29.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
24.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1994 Repair ‘BRAKE PULL ROD’.
24.03.1994 Repair ‘BRAKE SPRING’.
24.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2330 Q’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

07.11.1995 Repair ‘VEHICLE RECLASSIFY’.

15480



2.696. Wagon classification starting with ‘ROK’

07.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2330 Q’

31.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2333

Details: wagon ‘ROKX 2333 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.12.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 28.09.1994
Due Triple Valve: 07.02.1990
Last Triple Valve: 25.07.1990
Last Brake Cylinder: 13.04.1992
Last Single Car Test: 02.08.1991
Last Lift: 01.09.1983
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2333 U’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2515

Details: wagon ‘ROKX 2515 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX /ROOX 2515 N
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 19.04.1996
Due Triple Valve: 06.11.1988
Last Single Car Test: 05.04.1991
Last Lift: 28.02.1986
Cont Max Slots: 3

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2515 N’
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2516

Details: wagon ‘ROKX 2516 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2516 W
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BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO CM CN CO CU
Return to Service Date: 22.05.1996
Last Triple Valve: 12.04.1988
Last Brake Cylinder: 31.08.1990
Last Single Car Test: 08.11.1990
Last Lift: 16.12.1980
Cont Max Slots: 3

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2516 W’
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2520

Details: wagon ‘ROKX 2520 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.08.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 02.08.1994
Last Brake Cylinder: 09.09.1992
Last Single Car Test: 26.04.1990
Last Lift: 24.08.1981
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.
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31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2520 W’

ROKX 2521

Details: wagon ‘ROKX 2521 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.05.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 09.10.1995
Due Triple Valve: 21.10.1988
Last Triple Valve: 19.06.1991
Last Brake Cylinder: 06.04.1992
Last Single Car Test: 06.04.1992
Last Lift: 21.05.1983
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE STENCILS’.
26.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2521 X’
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27.07.1990 Repair ‘END BRAKE COCK’.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BEARERS’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘COUPLER COMPLETE’.
24.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1990 Repair ‘DOOR HINGES AND PINS’.
24.08.1990 Repair ‘HANDRAILS END’.
24.08.1990 Repair ‘WEAR PLATES & SADDLES’.
24.08.1990 Repair ‘YOKE PIN’.
24.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE PULL ROD’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2521 X’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2521 X’
13.11.1991 Repair ‘HANDRAILS END’.
13.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2521 X’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.04.1992 Repair ‘BRAKE LEVER’.
03.04.1992 Repair ‘DOOR FRAME’.
03.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Repair ‘TRAIN PIPE’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘DOOR COMPLETE’.
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02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2521 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

05.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2521 X’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE RECLASSIFY’.
09.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2521 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2535

Details: wagon ‘ROKX 2535 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 04.11.1995
Last Triple Valve: 02.01.1992
Last Brake Cylinder: 07.10.1992
Last Single Car Test: 07.10.1992
Last Lift: 01.11.1981
Cont Max Slots: 3

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘DOOR OPENING MECHANISM’.
30.10.1989 Repair ‘TRAIN PIPE (END)’.
30.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BRAKE PULL ROD’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
24.04.1990 Repair ‘DOOR COMPLETE’.
24.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRANCH PIPE’.
02.11.1990 Repair ‘DOOR FRAME’.
02.11.1990 Repair ‘DOOR LOCK MECHANISM’.
02.11.1990 Repair ‘DOOR OPENING MECHANISM’.
02.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1990 Repair ‘SIDE SHEET’.
02.11.1990 Repair ‘STANCHION’.
02.11.1990 Repair ‘TRAIN PIPE (END)’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘END BRAKE COCK’.
16.05.1991 Repair ‘END HOSE’.
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16.05.1991 Repair ‘TRAIN PIPE (END)’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2535 G’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘EMPTY LOAD VALVE’.
02.01.1992 Repair ‘GRADE CONTROL VALVE’.
02.01.1992 Repair ‘ISOLATING COCK’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2535 G’
28.02.1992 Repair ‘STEP’.
28.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2535 G’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘DOOR LOCK MECHANISM’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Repair ‘VEHICLE STENCILS’.
29.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2535 G’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE BEARINGS’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘CARD OR CLIP HOLDER’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘END BRAKE COCK’.
12.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2535 G’
14.01.1994 Repair ‘DOOR OPENING MECHANISM’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2535 G’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2535 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2535 G’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.
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20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2535 G’
04.11.1995 Repair ‘VEHICLE COMPLETE’.

ROKX 2539

Details: wagon ‘ROKX 2539 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 24.11.1995
Due Triple Valve: 01.08.1992
Last Brake Cylinder: 13.04.1990
Last Lift: 01.08.1982
Cont Max Slots: 3

13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘EMPTY LOAD VALVE’.
13.04.1990 Repair ‘END HOSE’.
13.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1990 Repair ‘TRAIN PIPE (END)’.
13.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2539 T’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
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28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘WEAR PLATES & SADDLES’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2539 T’
03.04.1991 Repair ‘STANCHION’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2539 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘DOOR LOCK MECHANISM’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2539 T’
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2539 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2539 T’
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2539 T’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2539 T’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2539 T’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2539 T’

ROKX 2541

Details: wagon ‘ROKX 2541 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2541 B
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 27.04.1995
Due Triple Valve: 01.07.1990
Last Triple Valve: 30.01.1992
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 15.09.1993
Last Lift: 01.07.1980
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2541 B’

ROKX 2542

Details: wagon ‘ROKX 2542 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 11.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 05.06.1996
Due Triple Valve: 29.04.1989
Last Brake Cylinder: 10.04.1991
Last Single Car Test: 07.08.1992
Last Lift: 01.07.1981
Cont Max Slots: 3

28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘BRAKE PULL ROD’.
28.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.03.1990 Repair ‘DRAFT GEAR POCKET’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.12.1990 Repair ‘DOOR OPENING MECHANISM’.
18.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2542 K’
11.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.03.1991 Repair ‘SIDE STEP’.
11.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2542 K’
13.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2542 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2542 K’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DOOR COMPLETE’.
08.04.1992 Repair ‘DOOR LOCK MECHANISM’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘HANDRAILS END’.
08.04.1992 Repair ‘STANCHION’.
08.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BRAKE BLOCK RB95’.
04.08.1992 Repair ‘BRAKE LEVER’.
04.08.1992 Repair ‘TRAIN PIPE (END)’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
20.08.1992 Repair ‘DOOR COMPLETE’.
20.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2542 K’
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
20.10.1993 Repair ‘END HOSE’.
20.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2542 K’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2542 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2542 K’
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2542 K’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
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19.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2542 K’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2542 K’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2542 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2544

Details: wagon ‘ROKX 2544 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 29.03.1996
Last Brake Cylinder: 16.07.1992
Last Single Car Test: 08.07.1993
Last Lift: 24.02.1982
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
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23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘ROOX 2544 F’

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2546

Details: wagon ‘ROKX 2546 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.10.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 04.11.1995
Last Brake Cylinder: 10.02.1994
Last Single Car Test: 10.02.1994
Last Lift: 02.07.1985
Cont Max Slots: 3

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

17.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.07.1990 Repair ‘HANDRAILS END’.
17.07.1990 Repair ‘SIDE STEP’.
17.07.1990 Repair ‘STEP’.
17.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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17.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2546 A’

29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2546 A’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘TRAIN PIPE (END)’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2546 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘STANCHION’.
02.10.1991 Repair ‘TRAIN PIPE (END)’.
02.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 2546 A’
14.07.1993 Repair ‘DOOR LOCK MECHANISM’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘STANCHION’.
14.07.1993 Repair ‘STEP’.
14.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
27.07.1993 Repair ‘STEP’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2546 A’
29.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2546 A’
20.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
08.02.1994 Repair ‘BRAKE LEVER’.
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08.02.1994 Repair ‘DOOR LOCK MECHANISM’.
08.02.1994 Repair ‘DOOR OPENING MECHANISM’.
08.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1994 Repair ‘VEHICLE STENCILS’.
08.02.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2546 A’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2546 A’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2546 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2546 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2546 A’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’
11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2546 A’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2546 A’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE RECLASSIFY’.
04.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2546 A’

ROKX 2551

Details: wagon ‘ROKX 2551 U’ in AN ‘Mainland Division’.

15497



2. TIMS GROUP INFORMATION - WAGONS

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2551 J
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO CM CN CO CU
Return to Service Date: 16.07.1996
Due Triple Valve: 13.11.1988
Last Brake Cylinder: 04.03.1991
Last Single Car Test: 10.05.1993
Last Lift: 25.10.1982
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2551 J’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2555

Details: wagon ‘ROKX 2555 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
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Date Built: 16.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 02.12.1995
Last Triple Valve: 08.07.1988
Last Brake Cylinder: 17.11.1990
Last Single Car Test: 19.04.1990
Last Lift: 03.12.1986
Cont Max Slots: 3

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2555 W’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘END BRAKE COCK’.
05.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1990 Repair ‘TRAIN PIPE (END)’.
05.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2555 W’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Repair ‘DOOR COMPLETE’.
18.04.1990 Repair ‘TRAIN PIPE (END)’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2555 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

17.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1990 Repair ‘COUPLER KNUCKLE’.
17.11.1990 Repair ‘EMPTY LOAD VALVE’.
17.11.1990 Repair ‘GRADE CONTROL VALVE’.
17.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1990 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2555 W’
22.11.1990 Repair ‘BOGIE BEARINGS’.
22.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon

‘ROOX 2555 W’
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28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB95’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘HANDRAILS’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘WHEEL SET’.
28.11.1990 Repair ‘YOKE COMPLETE’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2555 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.04.1992 Repair ‘END HOSE’.
09.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2555 W’
20.04.1993 Repair ‘SIDE STEP’.
20.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2555 W’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2555 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 2555 W’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2555 W’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

02.12.1995 Repair ‘VEHICLE RECLASSIFY’.
02.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2555 W’
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ROKX 2560

Details: wagon ‘ROKX 2560 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Due Triple Valve: 02.09.1988
Last Triple Valve: 27.07.1993
Last Single Car Test: 27.07.1993
Last Lift: 01.04.1982
Cont Max Slots: 3

01.03.1990 Repair ‘HANDRAILS END’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2560 X’
07.03.1990 Repair ‘DOOR HINGES AND PINS’.
07.03.1990 Repair ‘DOOR LOCK MECHANISM’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2560 X’
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE STENCILS’.
09.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2560 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BRAKE PULL ROD’.
14.09.1990 Repair ‘EMPTY LOAD VALVE’.
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14.09.1990 Repair ‘STANCHION’.
14.09.1990 Repair ‘TRAIN PIPE (END)’.
14.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2560 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘COUPLER COMPLETE’.
14.05.1991 Repair ‘DOOR COMPLETE’.
14.05.1991 Repair ‘HANDRAILS END’.
14.05.1991 Repair ‘TRAIN PIPE (END)’.
14.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2560 X’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘EMPTY LOAD VALVE’.
06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2560 X’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘END BRAKE COCK’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2560 X’
19.05.1993 Repair ‘HANDRAILS END’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2560 X’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.07.1993 Repair ‘DOOR LOCK MECHANISM’.
23.07.1993 Repair ‘DOOR OPENING MECHANISM’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘END BRAKE COCK’.
23.07.1993 Repair ‘END HOSE’.
23.07.1993 Repair ‘STANCHION’.
23.07.1993 Repair ‘TRAIN PIPE (END)’.
23.07.1993 Repair ‘TRAIN PIPE’.
23.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2560 X’
03.10.1993 Repair ‘SIDE STEP’.
03.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2560 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2560 X’
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14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING
DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2560 X’
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2560 X’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2560 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2564

Details: wagon ‘ROKX 2564 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 29.11.1995
Last Brake Cylinder: 06.07.1992
Last Single Car Test: 16.01.1989
Last Lift: 01.11.1983
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1992 Repair ‘TRAIN PIPE (END)’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2564 V’
15.07.1992 Repair ‘VEHICLE COMPLETE’.
15.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2564 V’
23.01.1993 Repair ‘HANDRAILS END’.
23.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2564 V’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2564 V’
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2564 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2564 V’
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2564 V’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE RECLASSIFY’.
29.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2564 V’

ROKX 2568

Details: wagon ‘ROKX 2568 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX / ROOX 2568 L
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO CM CN CO CU
Return to Service Date: 25.01.1995
Last Brake Cylinder: 21.08.1991
Last Single Car Test: 16.04.1991
Last Lift: 07.10.1985
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2568 L’

ROKX 2572

Details: wagon ‘ROKX 2572 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.01.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 09.11.1995
Last Brake Cylinder: 13.02.1990
Last Single Car Test: 12.03.1994
Last Lift: 01.02.1979
Cont Max Slots: 3

09.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2572 L’
19.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2572 L’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘END HOSE’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2572 L’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1990 Repair ‘SIDE BEARER’.
13.02.1990 Repair ‘TOP CENTRE PLATE’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2572 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.01.1992 Repair ‘SIDE STEP’.
17.01.1992 Repair ‘STEP’.
17.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2572 L’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘TRAIN PIPE (END)’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2572 L’
12.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1994 Repair ‘BRAKE CONTROL PIPE’.
12.03.1994 Repair ‘END BRAKE COCK’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2572 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
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27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2572 L’
15.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2572 L’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2572 L’
12.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2572 L’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2572 L’
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2572 L’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.

ROKX 2619

Details: wagon ‘ROKX 2619 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.04.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 23.11.1995
Last Single Car Test: 07.08.1991
Last Lift: 21.05.1981
Cont Max Slots: 3

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2619 K’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2619 K’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2619 K’
10.01.1991 Repair ‘DOOR LOCK MECHANISM’.
10.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2619 K’
09.04.1991 Repair ‘END BRAKE COCK’.
09.04.1991 Repair ‘END HOSE’.
09.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2619 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘DOOR COMPLETE’.
06.08.1991 Repair ‘SIDE BEARER’.
06.08.1991 Repair ‘STANCHION’.
06.08.1991 Repair ‘TOP CENTRE PLATE’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2619 K’
19.06.1993 Repair ‘HANDRAILS END’.
19.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2619 K’
25.09.1993 Repair ‘STEP’.
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2619 K’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
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24.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2619 K’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2619 K’
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Stirling North’ with a previous code of wagon

‘ROOX 2619 K’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE RECLASSIFY’.
23.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2619 K’

ROKX 2625

Details: wagon ‘ROKX 2625 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.03.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 19.10.1995
Last Brake Cylinder: 12.07.1991
Last Single Car Test: 12.07.1991
Last Lift: 01.12.1980
Cont Max Slots: 3

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2625 F’
19.02.1990 Repair ‘STEP’.
19.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2625 F’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2625 F’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

08.09.1990 Repair ‘END HOSE’.
08.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2625 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘HANDRAILS END’.
09.05.1991 Repair ‘VEHICLE COMPLETE’.
09.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2625 F’
09.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2625 F’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘END BRAKE COCK’.
11.07.1991 Repair ‘END HOSE’.
11.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2625 F’
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2625 F’
11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2625 F’
01.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2625 F’

15510



2.696. Wagon classification starting with ‘ROK’

06.10.1993 Repair ‘COUPLER COMPLETE’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2625 F’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘WEAR PLATES & SADDLES’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2625 F’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2625 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2625 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

19.10.1995 Repair ‘VEHICLE RECLASSIFY’.
19.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2625 F’

ROKX 2627

Details: wagon ‘ROKX 2627 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.03.1974
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOOX / ROOX 2627 A
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 04.04.1996
Due Triple Valve: 07.02.1990
Last Brake Cylinder: 13.12.1993
Last Single Car Test: 13.12.1993
Last Lift: 08.10.1982
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2627 A’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2634

Details: wagon ‘ROKX 2634 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.05.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 29.11.1995
Last Brake Cylinder: 03.09.1993
Last Single Car Test: 03.09.1993
Last Lift: 17.02.1986
Cont Max Slots: 3
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07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2634 E’
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2634 E’
10.11.1989 Repair ‘VEHICLE COMPLETE’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2634 E’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘TRAIN PIPE’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2634 E’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

03.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2634 E’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2634 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE COMPLETE’.
27.09.1991 Repair ‘END HOSE’.
27.09.1991 Repair ‘SIDE BEARER’.
27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2634 E’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.11.1991 Repair ‘VEHICLE STENCILS’.
18.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2634 E’
21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
21.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2634 E’
15.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2634 E’
15.07.1992 Repair ‘STANCHION’.
15.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2634 E’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BRAKE CONTROL PIPE’.
20.05.1993 Repair ‘BRANCH PIPE’.
20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.05.1993 Repair ‘EMPTY LOAD VALVE’.
20.05.1993 Repair ‘END BRAKE COCK’.
20.05.1993 Repair ‘END HOSE’.
20.05.1993 Repair ‘GRADE CONTROL VALVE’.
20.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.05.1993 Repair ‘TRAIN PIPE (END)’.
20.05.1993 Repair ‘TRAIN PIPE’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2634 E’
26.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2634 E’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1993 Repair ‘VEHICLE STENCILS’.
31.08.1993 Repair ‘WHEEL SET’.
31.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2634 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2634 E’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2634 E’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2634 E’
14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2634 E’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

ROKX 2637

Details: wagon ‘ROKX 2637 T’ in AN ‘Mainland Division’.
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2.696. Wagon classification starting with ‘ROK’

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.05.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 28.09.1995
Due Triple Valve: 01.09.1995
Last Brake Cylinder: 09.11.1992
Last Single Car Test: 30.11.1990
Last Lift: 23.09.1987
Cont Max Slots: 3

04.09.1989 Repair ‘DOOR COMPLETE’.
04.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2637 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘END BRAKE COCK’.
28.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2637 X’
27.01.1991 Repair ‘HANDRAILS END’.
27.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2637 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘END BRAKE COCK’.
25.05.1991 Repair ‘TRAIN PIPE (END)’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘WEAR PLATES & SADDLES’.
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25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2637 X’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1992 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2637 X’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2637 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2637 X’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2637 X’
25.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2637 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2637 X’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE RECLASSIFY’.
28.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2637 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2639

Details: wagon ‘ROKX 2639 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.05.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Brake Cylinder: 15.02.1991
Last Lift: 01.12.1985
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1990 Repair ‘BRAKE PIN’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2639 D’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘EMPTY LOAD VALVE’.
15.02.1991 Repair ‘END BRAKE COCK’.
15.02.1991 Repair ‘GRADE CONTROL VALVE’.
15.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2639 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.07.1991 Repair ‘STANCHION’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2639 D’
04.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2639 D’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2639 D’
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2639 D’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2639 D’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2639 D’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2639 D’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2641

Details: wagon ‘ROKX 2641 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.05.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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2.696. Wagon classification starting with ‘ROK’

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 12.09.1995
Due Triple Valve: 01.10.1997
Last Single Car Test: 08.12.1993
Last Lift: 06.08.1986
Cont Max Slots: 3

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘END BRAKE COCK’.
18.08.1989 Repair ‘HANDRAILS’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2641 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1990 Repair ‘TRAIN PIPE (END)’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2641 X’
16.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2641 X’
30.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2641 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.08.1991 Repair ‘GRADE CONTROL VALVE’.
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2641 X’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BRAKE CONTROL PIPE’.
03.12.1993 Repair ‘BRAKE PULL ROD’.
03.12.1993 Repair ‘DOOR COMPLETE’.
03.12.1993 Repair ‘END BRAKE COCK’.
03.12.1993 Repair ‘SIDE BEARER’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Repair ‘TRAIN PIPE’.
03.12.1993 Repair ‘UNDERFRAME COMPLETE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2641 X’
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03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2641 X’

01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2641 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2641 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

28.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2641 X’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2641 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2643

Details: wagon ‘ROKX 2643 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.05.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2643 D
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 30.03.1996
Last Triple Valve: 11.08.1988
Last Brake Cylinder: 07.11.1991
Last Single Car Test: 29.10.1990
Last Lift: 29.05.1974
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2643 D’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2841

Details: wagon ‘ROKX 2841 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.02.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2841 W
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 28.11.1994
Last Brake Cylinder: 26.06.1989
Last Single Car Test: 26.06.1989
Last Lift: 09.03.1982
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2841 W’
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ROKX 2843

Details: wagon ‘ROKX 2843 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 04.03.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 27.11.1995
Last Brake Cylinder: 11.07.1990
Last Single Car Test: 18.11.1992
Last Lift: 07.11.1980
Cont Max Slots: 3

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘STRIKING CASTING’.
31.08.1989 Repair ‘TRAIN PIPE (END)’.
31.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2843 R’
01.01.1990 Repair ‘HANDRAILS END’.
01.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2843 R’
06.04.1990 Repair ‘DOOR COMPLETE’.
06.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2843 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.06.1990 Repair ‘HANDRAILS END’.
30.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2843 R’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘BRAKE PULL ROD’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘EMPTY LOAD VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2843 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘WHEEL SET’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2843 R’
26.08.1991 Repair ‘STEP’.
26.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2843 R’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BRAKE PULL ROD’.
11.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1992 Repair ‘STANCHION’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2843 R’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2843 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2843 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2843 R’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
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27.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2843 R’

ROKX 2849

Details: wagon ‘ROKX 2849 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.03.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 22.09.1995
Last Single Car Test: 01.10.1990
Last Lift: 01.09.1981
Cont Max Slots: 3

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.08.1989 Repair ‘BRAKE LEVER’.
18.08.1989 Repair ‘BRAKE PULL ROD’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘DOOR LOCK MECHANISM’.
18.08.1989 Repair ‘EMPTY LOAD VALVE’.
18.08.1989 Repair ‘GRADE CONTROL VALVE’.
18.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2849 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘DOOR COMPLETE’.
28.09.1990 Repair ‘DOOR LOCK MECHANISM’.
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28.09.1990 Repair ‘DOOR OPENING MECHANISM’.
28.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2849 C’
21.11.1990 Repair ‘HANDRAILS END’.
21.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2849 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRAKE LEVER’.
21.11.1991 Repair ‘BRAKE PULL ROD’.
21.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.11.1991 Repair ‘DOOR LOCK MECHANISM’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2849 C’
06.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2849 C’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.08.1992 Repair ‘BRAKE LEVER’.
10.08.1992 Repair ‘BRAKE PULL ROD’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1992 Repair ‘WEAR PLATES & SADDLES’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2849 C’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘CENTRE SILL’.
26.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2849 C’
02.10.1993 Repair ‘STEP’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2849 C’
06.11.1993 Repair ‘HANDRAILS END’.
06.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ROOX 2849 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2849 C’
03.04.1995 Repair ‘VEHICLE RECLASSIFY’.
03.04.1995 Issued at location ‘Perth’ with a previous code of wagon ‘ROOX 2849 C’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2849 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2852

Details: wagon ‘ROKX 2852 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.03.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX;STORED 05.09.94
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CZ
Return to Service Date: 12.09.1995
Due Triple Valve: 01.03.1988
Last Brake Cylinder: 20.02.1991
Last Single Car Test: 04.05.1990
Cont Max Slots: 3
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17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

08.12.1989 Repair ‘STEP’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2852 Q’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE PULL ROD’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘TRAIN PIPE (END)’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1990 Repair ‘WEAR PLATES & SADDLES’.
21.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2852 Q’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BRAKE PULL ROD’.
04.05.1990 Repair ‘BRANCH PIPE’.
04.05.1990 Repair ‘TRAIN PIPE (END)’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2852 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BRAKE LEVER’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘HANDRAILS END’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2852 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.05.1991 Repair ‘HANDRAILS END’.
18.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2852 Q’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1992 Repair ‘BRAKE LEVER’.
24.07.1992 Repair ‘BRAKE PULL ROD’.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘EMPTY LOAD VALVE’.
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24.07.1992 Repair ‘END BRAKE COCK’.
24.07.1992 Repair ‘GRADE CONTROL VALVE’.
24.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2852 Q’
04.08.1993 Repair ‘HANDRAILS END’.
04.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2852 Q’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘HANDRAILS END’.
10.01.1994 Repair ‘STEP’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2852 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2852 Q’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2852 Q’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

04.03.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2852 Q’
01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2852 Q’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2852 Q’
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2852 Q’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2854

Details: wagon ‘ROKX 2854 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 21.05.1996
Due Triple Valve: 30.08.1992
Last Triple Valve: 27.06.1990
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 21.04.1993
Last Lift: 17.09.1981
Cont Max Slots: 3

07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.06.1990 Repair ‘DOOR COMPLETE’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2854 L’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘AXLEBOX’.
27.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘HANDRAILS END’.
27.06.1990 Repair ‘STEP’.
27.06.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2854 L’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE LEVER’.
27.07.1990 Repair ‘BRANCH PIPE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘STANCHION’.
27.07.1990 Repair ‘TRAIN PIPE (END)’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘DOOR COMPLETE’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
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28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2854 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.08.1991 Repair ‘DOOR LOCK MECHANISM’.
30.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2854 L’
03.10.1991 Repair ‘DOOR LOCK MECHANISM’.
03.10.1991 Repair ‘DOOR OPENING MECHANISM’.
03.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
24.08.1992 Repair ‘END BRAKE COCK’.
24.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2854 L’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE COMPLETE’.
14.04.1993 Repair ‘DOOR LOCK MECHANISM’.
14.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Repair ‘VEHICLE STENCILS’.
14.04.1993 Repair ‘WHEEL SET’.
14.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2854 L’
13.01.1994 Repair ‘DOOR LOCK MECHANISM’.
13.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2854 L’
06.02.1994 Repair ‘HANDRAILS END’.
06.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2854 L’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2854 L’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2854 L’
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08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2854 L’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2857

Details: wagon ‘ROKX 2857 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 29.08.1996
Due Triple Valve: 17.09.1992
Last Triple Valve: 23.01.1989
Last Brake Cylinder: 09.08.1991
Last Single Car Test: 17.09.1991
Last Lift: 12.04.1983
Cont Max Slots: 3

22.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2857 P’
10.11.1989 Repair ‘STEP’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2857 P’
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31.12.1989 Repair ‘HANDRAILS END’.
31.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2857 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘END BRAKE COCK’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2857 P’
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2857 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.07.1991 Repair ‘HANDRAILS END’.
26.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2857 P’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘DOOR LOCK MECHANISM’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘END BRAKE COCK’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1991 Repair ‘STANCHION’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2857 P’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.09.1991 Repair ‘COUPLER COMPLETE’.
16.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.09.1991 Repair ‘END BRAKE COCK’.
16.09.1991 Repair ‘RELAY VALVE’.
16.09.1991 Repair ‘TRAIN PIPE’.
16.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2857 P’
12.03.1994 Repair ‘CARD OR CLIP HOLDER’.
12.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2857 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ROOX 2857 P’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2857 P’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2857 P’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2859

Details: wagon ‘ROKX 2859 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 04.03.1996
Last Single Car Test: 23.05.1990
Last Lift: 22.06.1979
Cont Max Slots: 3
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12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2859 K’
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2869

Details: wagon ‘ROKX 2869 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2869 S
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 23.02.1996
Due Triple Valve: 15.06.1988
Last Triple Valve: 18.09.1991
Last Brake Cylinder: 20.12.1989
Last Single Car Test: 27.09.1991
Last Lift: 05.09.1986
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2869 S’
23.02.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2873

Details: wagon ‘ROKX 2873 G’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.05.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2873 S
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 02.09.1994
Last Triple Valve: 17.01.1991
Last Brake Cylinder: 04.07.1989
Last Single Car Test: 25.05.1992
Last Lift: 24.05.1982
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2873 S’

ROKX 2878

Details: wagon ‘ROKX 2878 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.05.1975
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WI UZ CM CN CO CU
Return to Service Date: 07.05.1996
Due Triple Valve: 06.03.1990
Last Triple Valve: 13.12.1990
Last Brake Cylinder: 13.12.1990
Last Single Car Test: 23.08.1991
Last Lift: 21.06.1985
Cont Max Slots: 3

09.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2878 R’
09.05.1990 Repair ‘HANDRAILS END’.
09.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2878 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2878 R’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1990 Repair ‘SIDE BEARER’.
22.11.1990 Repair ‘TOP CENTRE PLATE’.
22.11.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROOX 2878 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2878 R’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
21.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.08.1991 Repair ‘SIDE BEARER’.
21.08.1991 Repair ‘TOP CENTRE PLATE’.
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21.08.1991 Repair ‘TRAIN PIPE (END)’.
21.08.1991 Repair ‘YOKE COMPLETE’.
21.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2878 R’
26.08.1991 Repair ‘FLOOR COMPLETE’.
26.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2878 R’
06.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2878 R’
01.06.1993 Repair ‘HANDRAILS END’.
01.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2878 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2878 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2878 R’
20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2878 R’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2878 R’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2878 R’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2879

Details: wagon ‘ROKX 2879 Y’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.05.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX ROOX 2879 D
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 01.07.1996
Last Brake Cylinder: 17.01.1994
Last Single Car Test: 17.12.1991
Last Lift: 25.03.1980
Cont Max Slots: 3

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2879 D’
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2881

Details: wagon ‘ROKX 2881 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.05.1975
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Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 19.02.1996
Last Brake Cylinder: 06.05.1991
Last Single Car Test: 24.08.1990
Last Lift: 29.08.1977
Cont Max Slots: 3

18.01.1990 Repair ‘STEP’.
18.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2881 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘STEP’.
23.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2881 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Repair ‘HANDRAILS END’.
30.04.1991 Repair ‘STEP’.
30.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2881 X’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.05.1991 Repair ‘END HOSE’.
06.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1991 Repair ‘VEHICLE COMPLETE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2881 X’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2881 X’
06.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2881 X’
10.04.1993 Repair ‘STEP’.
10.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2881 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
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21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2881 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2881 X’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2881 X’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2881 X’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

09.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2881 X’
19.02.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2882

Details: wagon ‘ROKX 2882 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.05.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CN CM CO CU
Return to Service Date: 23.11.1995
Last Brake Cylinder: 23.02.1994
Last Single Car Test: 23.02.1994
Last Lift: 20.03.1981
Cont Max Slots: 3

07.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2882 R’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘DOOR HINGES AND PINS’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2882 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘END HOSE’.
08.11.1990 Repair ‘TRAIN PIPE (END)’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2882 R’
26.02.1991 Repair ‘DOOR COMPLETE’.
26.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2882 R’
27.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2882 R’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1991 Repair ‘TRAIN PIPE (END)’.
02.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2882 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.11.1993 Repair ‘STEP’.
09.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2882 R’
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘COUPLER COMPLETE’.
15.02.1994 Repair ‘DOOR OPENING MECHANISM’.
15.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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15.02.1994 Repair ‘VEHICLE STENCILS’.
15.02.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2882 R’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2882 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2882 R’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2882 R’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2882 R’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE RECLASSIFY’.
23.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2882 R’

ROKX 2883

Details: wagon ‘ROKX 2883 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.05.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 05.02.1996
Due Triple Valve: 01.11.1987
Last Triple Valve: 19.05.1993
Last Brake Cylinder: 23.03.1993
Last Single Car Test: 23.03.1993
Last Lift: 01.05.1984
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE PULL ROD’.
25.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2883 D’
25.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2883 D’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRANCH PIPE’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘GRADE CONTROL VALVE’.
22.02.1991 Repair ‘TRAIN PIPE (END)’.
22.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2883 D’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2883 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘END HOSE’.
20.06.1991 Repair ‘HANDRAILS END’.
20.06.1991 Repair ‘STEP’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2883 D’
13.07.1991 Repair ‘END HOSE’.
13.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2883 D’
06.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
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06.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2883 D’

01.11.1991 Repair ‘SIDE MEMBER’.
01.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2883 D’
07.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
07.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2883 D’
15.03.1993 Repair ‘DOOR LOCK MECHANISM’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2883 D’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘DOOR LOCK MECHANISM’.
17.03.1993 Repair ‘END HOSE’.
17.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
17.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2883 D’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BRAKE CONTROL PIPE’.
19.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.05.1993 Repair ‘DOOR LOCK MECHANISM’.
19.05.1993 Repair ‘ISOLATING COCK’.
19.05.1993 Repair ‘RELAY VALVE’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2883 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROOX 2883 D’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2883 D’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE RECLASSIFY’.
04.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2883 D’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2886

Details: wagon ‘ROKX 2886 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 04.11.1995
Due Triple Valve: 04.09.1997
Last Brake Cylinder: 28.09.1992
Last Single Car Test: 28.09.1992
Last Lift: 13.03.1979
Cont Max Slots: 3

10.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2886 H’
13.02.1990 Repair ‘VEHICLE COMPLETE’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
13.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2886 H’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BOGIE SPRING’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2886 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2886 H’
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2886 H’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1990 Repair ‘STANCHION’.
22.10.1990 Repair ‘TOP CENTRE PLATE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘WEAR PLATES & SADDLES’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2886 H’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1990 Repair ‘SIDE BEARER’.
24.10.1990 Repair ‘STANCHION’.
24.10.1990 Repair ‘TOP CENTRE PLATE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2886 H’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘DOOR COMPLETE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2886 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.08.1991 Repair ‘HANDRAILS END’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2886 H’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘BOGIE COMPLETE’.
23.09.1992 Repair ‘BRAKE PULL ROD’.
23.09.1992 Repair ‘COUPLER COMPLETE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1992 Repair ‘TRAIN PIPE (END)’.
23.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2886 H’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘DOOR LOCK MECHANISM’.
30.06.1993 Repair ‘DOOR OPENING MECHANISM’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2886 H’
14.03.1994 Repair ‘COUPLER KNUCKLE’.
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14.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2886 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 2886 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2886 H’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2886 H’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.

ROKX 2889

Details: wagon ‘ROKX 2889 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.05.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2889 L
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 29.01.1996
Due Triple Valve: 01.06.1991
Last Single Car Test: 01.03.1990
Last Lift: 06.06.1986
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2889 L’
29.01.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2893

Details: wagon ‘ROKX 2893 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 12.09.1995
Last Single Car Test: 30.09.1992
Last Lift: 14.05.1982
Cont Max Slots: 3

22.11.1989 Repair ‘TRAIN PIPE’.
22.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2893 L’
13.03.1990 Repair ‘END HOSE’.
13.03.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2893 L’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.03.1990 Repair ‘DOOR FRAME’.
30.03.1990 Repair ‘DOOR LOCK MECHANISM’.
30.03.1990 Repair ‘DOOR OPENING MECHANISM’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2893 L’
26.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2893 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2893 L’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BRAKE BLOCK RB95’.
03.09.1992 Repair ‘BRAKE LEVER’.
03.09.1992 Repair ‘DOOR COMPLETE’.
03.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1992 Repair ‘VEHICLE COMPLETE’.
03.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2893 L’
24.09.1993 Repair ‘HANDRAILS END’.
24.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2893 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2893 L’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2893 L’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2893 L’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROKX 2895

Details: wagon ‘ROKX 2895 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 20.01.1992
Last Single Car Test: 01.10.1992
Last Lift: 01.02.1985
Cont Max Slots: 3

23.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2895 G’
04.05.1990 Repair ‘DOOR OPENING MECHANISM’.
04.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2895 G’
07.05.1990 Repair ‘STANCHION’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

07.01.1991 Repair ‘DOOR COMPLETE’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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20.09.1991 Repair ‘STANCHION’.
20.09.1991 Repair ‘TRAIN PIPE (END)’.
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘COUPLER KNUCKLE’.
20.01.1992 Repair ‘END BRAKE COCK’.
20.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2895 G’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 2895 G’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
29.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2895 G’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BRAKE BLOCK RB95’.
10.09.1992 Repair ‘BRAKE CONTROL PIPE’.
10.09.1992 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
19.10.1992 Repair ‘DOOR COMPLETE’.
19.10.1992 Repair ‘STANCHION’.
19.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘ROOX 2895 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2895 G’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ROOX 2895 G’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2895 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2897

Details: wagon ‘ROKX 2897 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2897 B
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 21.02.1996
Last Brake Cylinder: 04.02.1992
Last Single Car Test: 04.02.1992
Last Lift: 03.10.1980
Cont Max Slots: 3

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2897 B’
21.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2907

Details: wagon ‘ROKX 2907 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 12.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 20.09.1995
Due Triple Valve: 23.09.1993
Last Brake Cylinder: 24.09.1991
Last Single Car Test: 17.09.1990
Last Lift: 08.05.1985
Cont Max Slots: 3

17.08.1989 Repair ‘DOOR OPENING MECHANISM’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2907 F’
10.10.1989 Repair ‘END HOSE’.
10.10.1989 Repair ‘STANCHION’.
10.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2907 F’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE COMPLETE’.
14.09.1990 Repair ‘BRAKE PULL ROD’.
14.09.1990 Repair ‘DOOR LOCK MECHANISM’.
14.09.1990 Repair ‘STEP’.
14.09.1990 Repair ‘TRAIN PIPE (END)’.
14.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1990 Repair ‘WEAR PLATES & SADDLES’.
14.09.1990 Repair ‘YOKE CARRIER’.
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14.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2907 F’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1991 Repair ‘BRAKE PULL ROD’.
24.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2907 F’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2907 F’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘EMPTY LOAD VALVE’.
23.09.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2907 F’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘END BRAKE COCK’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2907 F’
04.11.1993 Repair ‘HANDRAILS END’.
04.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2907 F’
23.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2907 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2907 F’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2907 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
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29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2907 F’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE RECLASSIFY’.
20.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2907 F’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2908

Details: wagon ‘ROKX 2908 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2908 Y
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 05.08.1995
Last Brake Cylinder: 13.12.1991
Last Single Car Test: 03.01.1989
Last Lift: 16.08.1979
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2908 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROKX 2912

Details: wagon ‘ROKX 2912 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 14.11.1995
Last Brake Cylinder: 21.06.1991
Last Single Car Test: 21.06.1991
Last Lift: 01.06.1979
Cont Max Slots: 3

28.05.1990 Repair ‘DOOR OPENING MECHANISM’.
28.05.1990 Repair ‘STANCHION’.
28.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2912 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1990 Repair ‘DOOR COMPLETE’.
21.08.1990 Repair ‘END BRAKE COCK’.
21.08.1990 Repair ‘END BRAKE COCK’.
21.08.1990 Repair ‘FLOOR COMPLETE’.
21.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2912 Y’
31.08.1990 Repair ‘HANDRAILS END’.
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31.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2912 Y’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘DOOR LOCK MECHANISM’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘VEHICLE STENCILS’.
19.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2912 Y’
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
25.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2912 Y’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘EMPTY LOAD VALVE’.
16.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1992 Repair ‘STANCHION’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2912 Y’
24.03.1993 Repair ‘STEP’.
24.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2912 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2912 Y’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2912 Y’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2912 Y’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2912 Y’
05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2912 Y’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE RECLASSIFY’.
14.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2912 Y’

ROKX 2913

Details: wagon ‘ROKX 2913 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 07.10.1995
Due Triple Valve: 31.03.1997
Last Brake Cylinder: 05.01.1994
Last Single Car Test: 27.07.1990
Last Lift: 01.06.1981
Cont Max Slots: 3

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2913 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1990 Repair ‘BRAKE PULL ROD’.
11.07.1990 Repair ‘DOOR HINGES AND PINS’.
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11.07.1990 Repair ‘DOOR OPENING MECHANISM’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Repair ‘VEHICLE STENCILS’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2913 A’
13.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1990 Repair ‘STANCHION’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2913 A’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
26.07.1990 Repair ‘DOOR LOCK MECHANISM’.
26.07.1990 Repair ‘DOOR OPENING MECHANISM’.
26.07.1990 Repair ‘HANDRAILS END’.
26.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2913 A’
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE STENCILS’.
31.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2913 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.09.1991 Repair ‘HANDRAILS END’.
09.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2913 A’
23.09.1991 Repair ‘STEP’.
23.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2913 A’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘DOOR LOCK MECHANISM’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Repair ‘STANCHION’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2913 A’
15.10.1992 Repair ‘DOOR COMPLETE’.
15.10.1992 Repair ‘STANCHION’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2913 A’
21.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1992 Repair ‘BRAKE BLOCK RB101’.
21.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.11.1992 Repair ‘BRAKE LEVER’.
21.11.1992 Repair ‘COUPLER KNUCKLE’.
21.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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21.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2913 A’
18.01.1993 Repair ‘STEP’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2913 A’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE LEVER’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘DOOR LOCK MECHANISM’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2913 A’
27.01.1994 Repair ‘STEP’.
27.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2913 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2913 A’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2913 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2913 A’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2913 A’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2913 A’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE RECLASSIFY’.
07.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2913 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROKX 2914

Details: wagon ‘ROKX 2914 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK CM CN CO CU
Return to Service Date: 04.12.1995
Due Triple Valve: 25.11.1996
Last Triple Valve: 23.03.1990
Last Brake Cylinder: 22.03.1989
Last Single Car Test: 25.01.1991
Last Lift: 18.06.1981
Cont Max Slots: 3

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘HANDRAILS END’.
12.09.1989 Repair ‘RELAY VALVE’.
12.09.1989 Repair ‘STEP’.
12.09.1989 Repair ‘TRAIN PIPE (END)’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2914 J’
28.10.1989 Repair ‘DOOR HINGES AND PINS’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2914 J’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2914 J’
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘VEHICLE COMPLETE’.
29.03.1990 Repair ‘VEHICLE STENCILS’.
29.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2914 J’
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28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘CARD OR CLIP HOLDER’.
05.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.12.1990 Repair ‘DOOR HINGES AND PINS’.
05.12.1990 Repair ‘DOOR LOCK MECHANISM’.
05.12.1990 Repair ‘DOOR OPENING MECHANISM’.
05.12.1990 Repair ‘HANDRAILS END’.
05.12.1990 Repair ‘SIDE BEARER’.
05.12.1990 Repair ‘STANCHION’.
05.12.1990 Repair ‘STEP’.
05.12.1990 Repair ‘TRAIN PIPE (END)’.
05.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1990 Repair ‘WEAR PLATES & SADDLES’.
05.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2914 J’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘DOOR LOCK MECHANISM’.
06.12.1990 Repair ‘SIDE STEP’.
06.12.1990 Repair ‘STEP’.
06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2914 J’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1991 Repair ‘TRAIN PIPE (END)’.
23.01.1991 Repair ‘TRAIN PIPE’.
23.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2914 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE LEVER’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘DOOR LOCK MECHANISM’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2914 J’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘STEP’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2914 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2914 J’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2914 J’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2914 J’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

ROKX 2917

Details: wagon ‘ROKX 2917 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 07.05.1996
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 14.03.1994
Last Lift: 14.08.1981
Cont Max Slots: 3

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘BRAKE PULL ROD’.
18.07.1989 Repair ‘COUPLER COMPLETE’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘EMPTY LOAD VALVE’.
18.07.1989 Repair ‘END HOSE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2917 N’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2917 N’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BRANCH PIPE’.
26.11.1990 Repair ‘EMPTY LOAD VALVE’.
26.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Repair ‘TRAIN PIPE (END)’.
26.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2917 N’
11.12.1990 Repair ‘HANDRAILS END’.
11.12.1990 Repair ‘STEP’.
11.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2917 N’
03.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2917 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
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28.06.1991 Repair ‘DOOR HINGES AND PINS’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1991 Repair ‘YOKE CARRIER’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2917 N’
28.01.1992 Repair ‘STEP’.
28.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2917 N’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 2917 N’
13.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1994 Repair ‘BRAKE BLOCK RB95’.
13.03.1994 Repair ‘BRAKE LEVER’.
13.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1994 Repair ‘STEP’.
13.03.1994 Repair ‘WEAR PLATES & SADDLES’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2917 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2917 N’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2917 N’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2917 N’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2917 N’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2920

Details: wagon ‘ROKX 2920 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Due Triple Valve: 29.10.1991
Last Triple Valve: 09.06.1988
Last Brake Cylinder: 29.10.1990
Last Single Car Test: 07.07.1993
Last Lift: 20.10.1981
Cont Max Slots: 3

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘WEAR PLATES & SADDLES’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
17.04.1990 Repair ‘DOOR COMPLETE’.
17.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2920 E’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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12.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2920 E’

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BEARERS’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Repair ‘TRAIN PIPE’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2920 E’
31.03.1991 Repair ‘HANDRAILS END’.
31.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2920 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2920 E’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘HANDRAILS END’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
13.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2920 E’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘DOOR OPENING MECHANISM’.
22.11.1991 Repair ‘VEHICLE STENCILS’.
22.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2920 E’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1992 Repair ‘BOGIE COMPLETE’.
26.02.1992 Repair ‘BRAKE BLOCK RB95’.
26.02.1992 Repair ‘BRAKE LEVER’.
26.02.1992 Repair ‘COUPLER COMPLETE’.
26.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.02.1992 Repair ‘END HOSE’.
26.02.1992 Repair ‘TRAIN PIPE (END)’.
26.02.1992 Repair ‘TRAIN PIPE’.
26.02.1992 Repair ‘YOKE COMPLETE’.
26.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2920 E’
07.06.1992 Repair ‘STEP’.
07.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ROOX 2920 E’
29.07.1992 Repair ‘HANDRAILS END’.
29.07.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2920 E’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘DOOR HINGES AND PINS’.
04.08.1992 Repair ‘END BRAKE COCK’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘DOOR COMPLETE’.
06.07.1993 Repair ‘STANCHION’.
06.07.1993 Repair ‘TRAIN PIPE (END)’.
06.07.1993 Repair ‘TRAIN PIPE’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2920 E’
19.09.1993 Repair ‘HANDRAILS END’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2920 E’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘DOOR COMPLETE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1993 Repair ‘TRAIN PIPE’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE SPRING’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1994 Repair ‘YOKE CARRIER’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2920 E’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.11.1994 Repair ‘VEHICLE COMPLETE’.
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08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2920 E’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2920 E’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2920 E’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2924

Details: wagon ‘ROKX 2924 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Triple Valve: 22.05.1990
Last Brake Cylinder: 25.02.1993
Last Single Car Test: 18.12.1990
Last Lift: 02.09.1986
Cont Max Slots: 3
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23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘DRAFT GEAR POCKET’.
23.11.1989 Repair ‘YOKE COMPLETE’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
05.12.1989 Repair ‘VEHICLE COMPLETE’.
05.12.1989 Repair ‘VEHICLE STENCILS’.
05.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2924 R’
11.12.1989 Repair ‘YOKE CARRIER’.
11.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE COMPLETE’.
17.05.1990 Repair ‘BRAKE LEVER’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Repair ‘TRAIN PIPE (END)’.
17.05.1990 Repair ‘YOKE CARRIER’.
17.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
17.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

23.10.1990 Repair ‘STEP’.
23.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘DOOR HINGES AND PINS’.
17.12.1990 Repair ‘END BRAKE COCK’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2924 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘DOOR COMPLETE’.
13.09.1991 Repair ‘TRAIN PIPE’.
13.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ROOX 2924 R’
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
27.02.1992 Repair ‘DOOR LOCK MECHANISM’.
27.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROOX 2924 R’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘DOOR LOCK MECHANISM’.
25.02.1993 Repair ‘DOOR OPENING MECHANISM’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2924 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2924 R’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2924 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2924 R’
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2924 R’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2924 R’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2928

Details: wagon ‘ROKX 2928 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 01.11.1995
Last Brake Cylinder: 27.02.1993
Last Single Car Test: 26.12.1990
Last Lift: 21.12.1983
Cont Max Slots: 3

16.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2928 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE PULL ROD’.
19.12.1990 Repair ‘DOOR COMPLETE’.
19.12.1990 Repair ‘DOOR HINGES AND PINS’.
19.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1990 Repair ‘STANCHION’.
19.12.1990 Repair ‘TRAIN PIPE (END)’.
19.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2928 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.07.1991 Repair ‘STEP’.
02.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2928 H’
12.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2928 H’
27.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1993 Repair ‘END BRAKE COCK’.
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27.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1993 Repair ‘TRAIN PIPE (END)’.
27.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1993 Repair ‘VEHICLE COMPLETE’.
27.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2928 H’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE PULL ROD’.
05.07.1993 Repair ‘ISOLATING COCK’.
05.07.1993 Repair ‘TRAIN PIPE (END)’.
05.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2928 H’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2928 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2928 H’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2928 H’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2928 H’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2928 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2928 H’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2928 H’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2928 H’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

01.11.1995 Repair ‘VEHICLE RECLASSIFY’.
01.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2928 H’
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ROKX 2931

Details: wagon ‘ROKX 2931 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Triple Valve: 12.08.1988
Last Brake Cylinder: 12.08.1988
Last Single Car Test: 28.11.1988
Last Lift: 01.10.1982
Cont Max Slots: 3

30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘STANCHION’.
30.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2931 V’
18.12.1989 Repair ‘HANDRAILS END’.
18.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2931 V’
21.12.1989 Repair ‘SIDE STEP’.
21.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2931 V’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘DOOR LOCK MECHANISM’.
02.03.1990 Repair ‘END HOSE’.
02.03.1990 Repair ‘STANCHION’.
02.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2931 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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02.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.06.1990 Repair ‘COUPLER KNUCKLE’.
02.06.1990 Repair ‘DOOR LOCK MECHANISM’.
02.06.1990 Repair ‘EMPTY LOAD VALVE’.
02.06.1990 Repair ‘GRADE CONTROL VALVE’.
02.06.1990 Repair ‘HANDBRAKE HANDLE’.
02.06.1990 Repair ‘WHEEL SET’.
02.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2931 V’
05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1990 Repair ‘HANDRAILS END’.
05.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2931 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.12.1991 Repair ‘DOOR HINGES AND PINS’.
05.12.1991 Repair ‘DOOR LOCK MECHANISM’.
05.12.1991 Repair ‘STANCHION’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2931 V’
07.02.1992 Repair ‘GRAFFITI REMOVAL’.
07.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2931 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2931 V’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2931 V’
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2931 V’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2935

Details: wagon ‘ROKX 2935 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 28.09.1995
Last Brake Cylinder: 01.06.1993
Last Single Car Test: 01.06.1993
Last Lift: 19.10.1978
Cont Max Slots: 3

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘BRAKE LEVER’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘END BRAKE COCK’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2935 L’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE ADAPTER’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRANCH PIPE’.
16.01.1990 Repair ‘COUPLER COMPLETE’.
16.01.1990 Repair ‘DOOR COMPLETE’.
16.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.01.1990 Repair ‘END BRAKE COCK’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘YOKE COMPLETE’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2935 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2935 L’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1991 Repair ‘BRAKE LEVER’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘DOOR HINGES AND PINS’.
10.05.1991 Repair ‘DOOR LOCK MECHANISM’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘STANCHION’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2935 L’
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2935 L’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2935 L’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2935 L’
25.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2935 L’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘DOOR COMPLETE’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2935 L’
28.10.1993 Repair ‘DOOR LOCK MECHANISM’.
28.10.1993 Repair ‘DOOR OPENING MECHANISM’.
28.10.1993 Repair ‘SIDE COMPLETE’.
28.10.1993 Repair ‘SIDE MEMBER’.
28.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROOX 2935 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2935 L’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2935 L’
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2935 L’
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14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING
DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2935 L’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘ROOX 2935 L’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 2935 L’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE RECLASSIFY’.
28.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2935 L’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2941

Details: wagon ‘ROKX 2941 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 20.09.1995
Due Triple Valve: 01.07.1988
Last Brake Cylinder: 03.08.1988
Last Single Car Test: 30.04.1990
Last Lift: 15.05.1985
Cont Max Slots: 3

22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘END HOSE’.
22.09.1989 Repair ‘TRAIN PIPE (END)’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2941 G’
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
05.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 2941 G’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘DOOR OPENING MECHANISM’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘STANCHION’.
20.12.1989 Repair ‘STANCHION’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2941 G’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2941 G’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2941 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.06.1991 Repair ‘STANCHION’.
04.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2941 G’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2941 G’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘DOOR LOCK MECHANISM’.
24.03.1993 Repair ‘STANCHION’.
24.03.1993 Repair ‘STEP’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2941 G’
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10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘DOOR COMPLETE’.
10.06.1993 Repair ‘STANCHION’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2941 G’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2941 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2941 G’
20.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2941 G’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE RECLASSIFY’.
20.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2941 G’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2944

Details: wagon ‘ROKX 2944 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.12.1975
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 04.06.1996
Last Brake Cylinder: 01.07.1991
Last Single Car Test: 01.07.1993
Last Lift: 09.12.1986
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.05.1991 Repair ‘SIDE STEP’.
06.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2944 K’
17.05.1991 Repair ‘END BRAKE COCK’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2944 K’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘DOOR LOCK MECHANISM’.
01.07.1991 Repair ‘EMPTY LOAD VALVE’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Repair ‘RELAY VALVE’.
01.07.1991 Repair ‘WEAR PLATES & SADDLES’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2944 K’
06.10.1991 Repair ‘TRAIN PIPE’.
06.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2944 K’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2944 K’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1992 Repair ‘DOOR LOCK MECHANISM’.
06.03.1992 Repair ‘END HOSE’.
06.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
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06.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2944 K’
28.07.1992 Repair ‘SIDE STEP’.
28.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2944 K’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BRANCH PIPE’.
30.06.1993 Repair ‘DOOR COMPLETE’.
30.06.1993 Repair ‘DOOR OPENING MECHANISM’.
30.06.1993 Repair ‘END BRAKE COCK’.
30.06.1993 Repair ‘END HOSE’.
30.06.1993 Repair ‘HANDRAILS END’.
30.06.1993 Repair ‘STANCHION’.
30.06.1993 Repair ‘TRAIN PIPE (END)’.
30.06.1993 Repair ‘TRAIN PIPE’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2944 K’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2944 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2944 K’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2944 K’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2944 K’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2944 K’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

28.09.1995 Repair ‘VEHICLE RECLASSIFY’.
28.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2944 K’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2946

Details: wagon ‘ROKX 2946 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX / ROOX 2946 F
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 23.05.1994
Due Triple Valve: 01.04.1997
Last Triple Valve: 25.07.1988
Last Brake Cylinder: 20.12.1989
Last Single Car Test: 20.12.1989
Last Lift: 30.04.1987
Cont Max Slots: 3

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2946 F’

ROKX 2947

Details: wagon ‘ROKX 2947 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WI UZ CM CN CO CU
Return to Service Date: 22.09.1995
Last Triple Valve: 25.11.1988
Last Brake Cylinder: 07.08.1991
Last Single Car Test: 14.07.1992
Last Lift: 01.05.1987
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.06.1990 Repair ‘HANDRAILS END’.
28.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2947 Y’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘TRAIN PIPE’.
07.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2947 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘DOOR LOCK MECHANISM’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2947 Y’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘END BRAKE COCK’.
07.07.1992 Repair ‘TRAIN PIPE (END)’.
07.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2947 Y’
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2947 Y’
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31.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2947 Y’

13.03.1994 Repair ‘DOOR LOCK MECHANISM’.
13.03.1994 Repair ‘HANDRAILS END’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2947 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2947 Y’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2947 Y’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2947 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2950

Details: wagon ‘ROKX 2950 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Brake Cylinder: 13.07.1988
Last Single Car Test: 07.09.1990
Last Lift: 13.02.1986
Cont Max Slots: 3

07.07.1989 Repair ‘DOOR HINGES AND PINS’.
07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2950 F’
19.01.1990 Repair ‘HANDRAILS END’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2950 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘COUPLER COMPLETE’.
06.09.1990 Repair ‘END HOSE’.
06.09.1990 Repair ‘STEP’.
06.09.1990 Repair ‘TRAIN PIPE (END)’.
06.09.1990 Repair ‘TRAIN PIPE’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2950 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.09.1991 Repair ‘STANCHION’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2950 F’
31.08.1992 Repair ‘DOOR COMPLETE’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2950 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2950 F’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2950 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2950 F’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2950 F’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2952

Details: wagon ‘ROKX 2952 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 12.09.1995
Due Triple Valve: 01.06.1997
Last Brake Cylinder: 19.08.1991
Last Single Car Test: 06.02.1991
Last Lift: 01.04.1985
Cont Max Slots: 3

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE SPRING’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
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05.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.07.1989 Repair ‘DOOR LOCK MECHANISM’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2952 A’
24.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2952 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

06.07.1990 Repair ‘DOOR COMPLETE’.
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘DOOR OPENING MECHANISM’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘HANDRAILS END’.
24.07.1990 Repair ‘SIDE BEARER’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2952 A’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE COMPLETE’.
04.02.1991 Repair ‘BRAKE CONTROL PIPE’.
04.02.1991 Repair ‘BRAKE LEVER’.
04.02.1991 Repair ‘TRAIN PIPE (END)’.
04.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘HANDRAILS’.
19.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1991 Repair ‘WEAR PLATES & SADDLES’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2952 A’
03.03.1992 Repair ‘DOOR LOCK MECHANISM’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
04.08.1992 Repair ‘STANCHION’.
04.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
08.09.1992 Repair ‘VEHICLE COMPLETE’.
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08.09.1992 Repair ‘VEHICLE STENCILS’.
08.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
10.09.1992 Repair ‘END BRAKE COCK’.
10.09.1992 Repair ‘END HOSE’.
10.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2952 A’
29.09.1993 Repair ‘HANDRAILS END’.
29.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2952 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2952 A’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2952 A’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2952 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2952 A’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2952 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2956

Details: wagon ‘ROKX 2956 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 31.10.1995
Due Triple Valve: 14.07.1988
Last Triple Valve: 02.07.1992
Last Brake Cylinder: 23.07.1991
Last Single Car Test: 07.11.1989
Last Lift: 13.02.1981
Cont Max Slots: 3

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE COMPLETE’.
12.10.1989 Repair ‘CARD OR CLIP HOLDER’.
12.10.1989 Repair ‘DOOR COMPLETE’.
12.10.1989 Repair ‘DOOR HINGES AND PINS’.
12.10.1989 Repair ‘DOOR LOCK MECHANISM’.
12.10.1989 Repair ‘DOOR OPENING MECHANISM’.
12.10.1989 Repair ‘HANDRAILS’.
12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Repair ‘STANCHION’.
12.10.1989 Repair ‘TRAIN PIPE’.
12.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2956 N’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘DOOR FRAME’.
03.11.1989 Repair ‘END HOSE’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2956 N’
16.11.1989 Repair ‘STEP’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2956 N’
05.02.1990 Repair ‘DOOR HINGES AND PINS’.
05.02.1990 Repair ‘DOOR OPENING MECHANISM’.
05.02.1990 Repair ‘EMPTY LOAD VALVE’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2956 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

13.12.1990 Repair ‘HANDRAILS END’.
13.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2956 N’
31.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2956 N’
13.03.1991 Repair ‘HANDRAILS’.
13.03.1991 Repair ‘HANDRAILS END’.
13.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2956 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘DOOR LOCK MECHANISM’.
23.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2956 N’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2956 N’
09.01.1993 Repair ‘STEP’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2956 N’
18.11.1993 Repair ‘STANCHION’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2956 N’
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘DOOR COMPLETE’.
16.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2956 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2956 N’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2956 N’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
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‘ROKX’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2956 N’
31.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2956 N’

ROKX 2959

Details: wagon ‘ROKX 2959 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2959 R
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 26.07.1996
Last Brake Cylinder: 10.12.1990
Last Lift: 10.02.1986
Cont Max Slots: 3

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2959 R’
29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2960

Details: wagon ‘ROKX 2960 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 02.11.1995
Last Triple Valve: 16.05.1991
Last Brake Cylinder: 16.05.1991
Last Single Car Test: 04.05.1992
Last Lift: 14.02.1986
Cont Max Slots: 3

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘DOOR OPENING MECHANISM’.
05.09.1989 Repair ‘END HOSE’.
05.09.1989 Repair ‘STANCHION’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2960 N’
11.01.1990 Repair ‘DOOR LOCK MECHANISM’.
11.01.1990 Repair ‘DOOR OPENING MECHANISM’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2960 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2960 N’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘END BRAKE COCK’.
08.11.1990 Repair ‘STANCHION’.
08.11.1990 Repair ‘TRAIN PIPE (END)’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2960 N’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘WEAR PLATES & SADDLES’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2960 N’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘TRAIN PIPE (END)’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2960 N’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1992 Repair ‘TRAIN PIPE (END)’.
03.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2960 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2960 N’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2960 N’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2960 N’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2960 N’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE RECLASSIFY’.

15594



2.696. Wagon classification starting with ‘ROK’

02.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROOX 2960 N’

ROKX 2961

Details: wagon ‘ROKX 2961 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 03.02.1996
Last Triple Valve: 04.07.1988
Last Brake Cylinder: 15.12.1989
Last Single Car Test: 15.12.1989
Last Lift: 05.06.1987
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2961 W’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2965

Details: wagon ‘ROKX 2965 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 23.05.1996
Due Triple Valve: 21.04.1996
Last Triple Valve: 08.11.1988
Last Brake Cylinder: 07.08.1991
Last Single Car Test: 09.02.1990
Last Lift: 21.04.1986
Cont Max Slots: 3

11.12.1989 Repair ‘STEP’.
11.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2965 M’
24.12.1989 Repair ‘HANDRAILS END’.
24.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2965 M’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘END BRAKE COCK’.
07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2965 M’
14.05.1990 Repair ‘STANCHION’.
14.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2965 M’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.05.1991 Repair ‘STEP’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2965 M’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘DOOR LOCK MECHANISM’.
07.08.1991 Repair ‘EMPTY LOAD VALVE’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2965 M’
10.01.1993 Repair ‘STEP’.
10.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2965 M’
02.09.1993 Repair ‘DOOR FRAME’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ROOX 2965 M’
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘COUPLER KNUCKLE’.
02.10.1993 Repair ‘EMPTY LOAD VALVE’.
02.10.1993 Repair ‘END BRAKE COCK’.
02.10.1993 Repair ‘GRADE CONTROL VALVE’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2965 M’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1994 Repair ‘WEAR PLATES & SADDLES’.
18.01.1994 Repair ‘YOKE COMPLETE’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2965 M’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2965 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2965 M’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2965 M’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.
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12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE RECLASSIFY’.
28.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2965 M’
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2972

Details: wagon ‘ROKX 2972 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 18.07.1996
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 12.07.1993
Cont Max Slots: 3

19.07.1989 Repair ‘DOOR LOCK MECHANISM’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2972 Q’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘END HOSE’.
15.09.1989 Repair ‘RELAY VALVE’.
15.09.1989 Repair ‘TRAIN PIPE (END)’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2972 Q’
30.12.1989 Repair ‘HANDRAILS END’.
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30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘ROOX 2972 Q’

05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘END HOSE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2972 Q’
14.05.1990 Repair ‘DOOR HINGES AND PINS’.
14.05.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 2972 Q’
18.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1990 Repair ‘EMPTY LOAD VALVE’.
18.05.1990 Repair ‘GRADE CONTROL VALVE’.
18.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1990 Repair ‘STANCHION’.
18.05.1990 Repair ‘WEAR PLATES & SADDLES’.
18.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2972 Q’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘DOOR OPENING MECHANISM’.
30.10.1990 Repair ‘EMPTY LOAD VALVE’.
30.10.1990 Repair ‘GRADE CONTROL VALVE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2972 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2972 Q’
09.12.1991 Repair ‘DOOR COMPLETE’.
09.12.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2972 Q’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BEARINGS’.
18.03.1992 Repair ‘DOOR LOCK MECHANISM’.
18.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1992 Repair ‘VEHICLE STENCILS’.
18.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2972 Q’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.

15599



2. TIMS GROUP INFORMATION - WAGONS

03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2972 Q’
07.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2972 Q’
20.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1993 Repair ‘COUPLER KNUCKLE’.
20.03.1993 Repair ‘EMPTY LOAD VALVE’.
20.03.1993 Repair ‘GRADE CONTROL VALVE’.
20.03.1993 Repair ‘TRAIN PIPE (END)’.
20.03.1993 Repair ‘TRAIN PIPE’.
20.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2972 Q’
01.05.1993 Repair ‘COUPLER COMPLETE’.
01.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2972 Q’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1993 Repair ‘BOGIE COMPLETE’.
09.07.1993 Repair ‘BRAKE LEVER’.
09.07.1993 Repair ‘COUPLER COMPLETE’.
09.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.07.1993 Repair ‘TOP CENTRE PLATE’.
09.07.1993 Repair ‘VEHICLE COMPLETE’.
09.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2972 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
18.11.1994 Repair ‘VEHICLE RECLASSIFY’.
18.11.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2972 Q’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2972 Q’
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2972 Q’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE RECLASSIFY’.
11.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2972 Q’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
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ROKX 2973

Details: wagon ‘ROKX 2973 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 28.09.1995
Last Brake Cylinder: 14.06.1989
Last Single Car Test: 23.01.1989
Last Lift: 26.02.1981
Cont Max Slots: 3

17.04.1990 Repair ‘STEP’.
17.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2973 C’
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2973 C’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.07.1991 Repair ‘STEP’.
23.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2973 C’
19.11.1991 Repair ‘FLOOR COMPLETE’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2973 C’
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24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
24.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 2973 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 2973 C’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE RECLASSIFY’.
28.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2973 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2978

Details: wagon ‘ROKX 2978 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 20.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 05.06.1996
Last Brake Cylinder: 27.06.1989
Last Single Car Test: 17.01.1994
Last Lift: 22.09.1982
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

21.08.1990 Repair ‘END HOSE’.
21.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2978 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 2978 B’
26.11.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
26.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 2978 B’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘DOOR COMPLETE’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2978 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2978 B’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2978 B’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2978 B’
01.09.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2978 B’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
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12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2978 B’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 2979

Details: wagon ‘ROKX 2979 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.11.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 22.09.1995
Due Triple Valve: 22.05.1997
Last Triple Valve: 02.02.1991
Last Brake Cylinder: 09.09.1991
Last Single Car Test: 09.09.1991
Last Lift: 21.05.1987
Cont Max Slots: 3

11.07.1989 Repair ‘DOOR LOCK MECHANISM’.
11.07.1989 Repair ‘STANCHION’.
11.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2979 K’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

16.12.1990 Repair ‘HANDRAILS END’.
16.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2979 K’
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02.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.02.1991 Repair ‘END BRAKE COCK’.
02.02.1991 Repair ‘NYLON HOSE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2979 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘DOOR LOCK MECHANISM’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 2979 K’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2979 K’
09.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2979 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2979 K’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

04.08.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2979 K’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2979 K’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROKX 2986

Details: wagon ‘ROKX 2986 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 24.11.1995
Due Triple Valve: 10.12.1996
Last Brake Cylinder: 14.09.1989
Last Single Car Test: 03.08.1993
Last Lift: 28.05.1982
Cont Max Slots: 3

23.09.1995 Repair ‘VEHICLE RECLASSIFY’.
23.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2986 Y’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.

ROKX 2987

Details: wagon ‘ROKX 2987 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 22.09.1995
Last Brake Cylinder: 09.07.1993
Last Single Car Test: 09.07.1993
Last Lift: 28.08.1978
Cont Max Slots: 3

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘HITCH LOCK MECHANISM’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2987 A’
26.07.1989 Repair ‘HANDRAILS END’.
26.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
10.04.1990 Repair ‘HANDRAILS END’.
10.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.11.1990 Repair ‘HANDRAILS END’.
21.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘HANDRAILS END’.
18.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2987 A’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘CARD OR CLIP HOLDER’.
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08.07.1993 Repair ‘DOOR SLIDE RAIL’.
08.07.1993 Repair ‘END HOSE’.
08.07.1993 Repair ‘HANDRAILS END’.
08.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1993 Repair ‘STANCHION’.
08.07.1993 Repair ‘TRAIN PIPE’.
08.07.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2987 A’
27.11.1993 Repair ‘STEP’.
27.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
20.01.1994 Repair ‘STEP’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 2987 A’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2987 A’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2987 A’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 2996

Details: wagon ‘ROKX 2996 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 28.11.1995
Last Triple Valve: 21.07.1988
Last Brake Cylinder: 15.05.1991
Last Single Car Test: 21.07.1988
Last Lift: 07.01.1983
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.07.1990 Repair ‘STEP’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2996 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1991 Repair ‘WEAR PLATES & SADDLES’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2996 W’
01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘DOOR LOCK MECHANISM’.
01.02.1993 Repair ‘STANCHION’.
01.02.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1993 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2996 W’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
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23.06.1993 Repair ‘HANDRAILS END’.
23.06.1993 Repair ‘STANCHION’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon

‘ROOX 2996 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘ROOX 2996 W’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 2996 W’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE RECLASSIFY’.
28.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 2996 W’

ROKX 2999

Details: wagon ‘ROKX 2999 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 09.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 2999 D
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 03.05.1996
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 06.06.1991
Last Lift: 28.06.1978
Cont Max Slots: 3

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 2999 D’
24.11.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 3002

Details: wagon ‘ROKX 3002 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK CM CN CO CU
Return to Service Date: 19.10.1995
Due Triple Valve: 01.10.1994
Last Brake Cylinder: 04.05.1989
Last Single Car Test: 04.05.1989
Last Lift: 12.05.1979
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.
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05.07.1990 Repair ‘BODY COMPLETE’.
05.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3002 S’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Repair ‘CARD OR CLIP HOLDER’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘DOOR HINGES AND PINS’.
09.10.1990 Repair ‘DOOR LOCK MECHANISM’.
09.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1990 Repair ‘WEAR PLATES & SADDLES’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3002 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.08.1991 Repair ‘HANDRAILS END’.
11.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3002 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 3002 S’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE RECLASSIFY’.
19.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3002 S’

ROKX 3006

Details: wagon ‘ROKX 3006 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX;STORED 05.09.94
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CZ
Return to Service Date: 12.09.1995
Due Triple Valve: 01.03.1997
Last Lift: 30.06.1985
Cont Max Slots: 3

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘TRAIN PIPE (END)’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3006 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3006 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3006 X’
24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
24.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘ROOX 3006 X’
13.03.1994 Repair ‘END BRAKE COCK’.
13.03.1994 Repair ‘TRAIN PIPE (END)’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3006 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3006 X’
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14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING
DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3006 X’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3006 X’
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3006 X’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 3011

Details: wagon ‘ROKX 3011 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.06.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 21.02.1996
Last Triple Valve: 02.09.1991
Last Single Car Test: 02.09.1991
Last Lift: 17.10.1979
Cont Max Slots: 3

06.07.1989 Repair ‘STEP’.
06.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3011 R’
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09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘HANDRAILS END’.
09.03.1990 Repair ‘STEP’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE LEVER’.
03.08.1990 Repair ‘DOOR OPENING MECHANISM’.
03.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Repair ‘STANCHION’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘BRANCH PIPE’.
18.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.10.1990 Repair ‘DOOR LOCK MECHANISM’.
18.10.1990 Repair ‘DOOR OPENING MECHANISM’.
18.10.1990 Repair ‘EMPTY LOAD VALVE’.
18.10.1990 Repair ‘END BRAKE COCK’.
18.10.1990 Repair ‘FLOOR SUPPORT’.
18.10.1990 Repair ‘HANDRAILS END’.
18.10.1990 Repair ‘NYLON HOSE’.
18.10.1990 Repair ‘RELAY VALVE’.
18.10.1990 Repair ‘SIDE BEARER’.
18.10.1990 Repair ‘SIDE STEP’.
18.10.1990 Repair ‘STANCHION’.
18.10.1990 Repair ‘STEP’.
18.10.1990 Repair ‘TOP CENTRE PLATE’.
18.10.1990 Repair ‘TRAIN PIPE (END)’.
18.10.1990 Repair ‘TRAIN PIPE’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.10.1990 Repair ‘WEAR PLATES & SADDLES’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3011 R’
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28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.08.1991 Repair ‘RELAY VALVE’.
30.08.1991 Repair ‘TRAIN PIPE (END)’.
30.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘ROOX 3011 R’
27.05.1993 Repair ‘STEP’.
27.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3011 R’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3011 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROOX 3011 R’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3011 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3011 R’
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3011 R’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 3014

Details: wagon ‘ROKX 3014 J’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 27.10.1995
Last Triple Valve: 29.05.1993
Last Brake Cylinder: 22.03.1991
Last Single Car Test: 01.07.1993
Last Lift: 17.07.1980
Cont Max Slots: 3

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE LEVER’.
03.08.1989 Repair ‘BRANCH PIPE’.
03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Repair ‘END HOSE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘TRAIN PIPE (END)’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3014 V’
04.10.1989 Repair ‘HANDRAILS END’.
04.10.1989 Repair ‘SIDE STEP’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3014 V’
28.12.1989 Repair ‘BRAKE LEVER’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘DOOR COMPLETE’.
28.12.1989 Repair ‘HANDRAILS END’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
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CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

07.01.1991 Repair ‘DOOR LOCK MECHANISM’.
07.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3014 V’
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘VEHICLE COMPLETE’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3014 V’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE PULL ROD’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘TRAIN PIPE (END)’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3014 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BRAKE CONTROL PIPE’.
31.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3014 V’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE LEVER’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘RELAY VALVE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
29.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1993 Repair ‘BRANCH PIPE’.
29.05.1993 Repair ‘BRANCH PIPE’.
29.05.1993 Repair ‘CENTRE SILL’.
29.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.05.1993 Repair ‘COUPLER COMPLETE’.
29.05.1993 Repair ‘DOOR LOCK MECHANISM’.
29.05.1993 Repair ‘DOOR LOCK MECHANISM’.
29.05.1993 Repair ‘END BRAKE COCK’.
29.05.1993 Repair ‘END BRAKE COCK’.
29.05.1993 Repair ‘END BRAKE COCK’.
29.05.1993 Repair ‘END BRAKE COCK’.
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29.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1993 Repair ‘TRAIN PIPE (END)’.
29.05.1993 Repair ‘TRAIN PIPE (END)’.
29.05.1993 Repair ‘VEHICLE COMPLETE’.
29.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘HANDRAILS’.
30.06.1993 Repair ‘HANDRAILS END’.
30.06.1993 Repair ‘STANCHION’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3014 V’
11.07.1993 Repair ‘COUPLER COMPLETE’.
11.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3014 V’
07.09.1993 Repair ‘COUPLER COMPLETE’.
07.09.1993 Repair ‘DOOR LOCK MECHANISM’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
26.11.1993 Repair ‘COUPLER COMPLETE’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3014 V’
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘ROOX 3014 V’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3014 V’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3014 V’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
(PMPRO4)’.

27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE RECLASSIFY’.
27.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3014 V’
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ROKX 3017

Details: wagon ‘ROKX 3017 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 12.09.1995
Last Brake Cylinder: 11.10.1989
Last Single Car Test: 02.06.1993
Last Lift: 18.01.1979
Cont Max Slots: 3

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1989 Repair ‘VEHICLE STENCILS’.
10.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 3017 C’
17.01.1990 Repair ‘DOOR COMPLETE’.
17.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3017 C’
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3017 C’
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3017 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘BRAKE BLOCK RB95’.
08.09.1990 Repair ‘DOOR LOCK MECHANISM’.
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08.09.1990 Repair ‘GRADE CONTROL VALVE’.
08.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3017 C’
12.12.1990 Repair ‘DOOR COMPLETE’.
12.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3017 C’
22.02.1991 Repair ‘HANDRAILS END’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3017 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Repair ‘BRAKE PULL ROD’.
18.10.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1991 Repair ‘STEP’.
18.10.1991 Repair ‘TRAIN PIPE’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3017 C’
02.12.1992 Repair ‘STANCHION’.
02.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3017 C’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘BRANCH PIPE’.
01.06.1993 Repair ‘HANDRAILS END’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3017 C’
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1994 Repair ‘COUPLER KNUCKLE’.
11.01.1994 Repair ‘SIDE SHEET’.
11.01.1994 Repair ‘STANCHION’.
11.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3017 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘ROOX 3017 C’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
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23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3017 C’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3017 C’
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3017 C’
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3017 C’
08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO

‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3017 C’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 3020

Details: wagon ‘ROKX 3020 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 28.06.1996
Due Triple Valve: 01.09.1996
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 27.04.1992
Last Lift: 01.05.1981
Cont Max Slots: 3
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09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘DOOR FRAME’.
09.04.1990 Repair ‘DOOR HINGES AND PINS’.
09.04.1990 Repair ‘DOOR LOCK MECHANISM’.
09.04.1990 Repair ‘HANDRAILS END’.
09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3020 Q’
24.04.1990 Repair ‘BOGIE COMPLETE’.
24.04.1990 Repair ‘VEHICLE COMPLETE’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3020 Q’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Repair ‘DOOR HINGES AND PINS’.
21.08.1991 Repair ‘EMPTY LOAD VALVE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3020 Q’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3020 Q’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘DOOR LOCK MECHANISM’.
31.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROOX 3020 Q’
08.04.1993 Repair ‘STEP’.
08.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3020 Q’
09.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3020 Q’
02.10.1993 Repair ‘STEP’.
02.10.1993 Repair ‘STEP’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ROOX 3020 Q’
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14.10.1993 Repair ‘STEP’.
14.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘ROOX 3020 Q’
26.11.1993 Repair ‘STEP’.
26.11.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROOX 3020 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROOX 3020 Q’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3020 Q’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

22.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE RECLASSIFY’.
22.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3020 Q’
28.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

ROKX 3022

Details: wagon ‘ROKX 3022 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.05.1976
Operating System: AN
Intended Use: GENERAL
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Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 12.09.1995
Due Triple Valve: 01.06.1995
Last Brake Cylinder: 10.04.1989
Last Single Car Test: 10.04.1989
Last Lift: 05.06.1985
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

22.09.1990 Repair ‘END HOSE’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROOX 3022 L’
08.11.1990 Repair ‘DOOR HINGES AND PINS’.
08.11.1990 Repair ‘STANCHION’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3022 L’
15.11.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
15.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ROOX 3022 L’
14.12.1990 Repair ‘STANCHION’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3022 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3022 L’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3022 L’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3022 L’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.
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08.09.1995 Alteration complete ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO
‘ROKX’ FOR PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class:
‘ROKX’.

12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROOX 3022 L’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROKX 4051

Details: wagon ‘ROKX 4051 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 03.09.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX / ROOX 4051 J
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 21.03.1995
Last Brake Cylinder: 06.01.1992
Last Single Car Test: 07.04.1993
Last Lift: 13.04.1981
Cont Max Slots: 3

12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROOX 4051 J’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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2.697 Wagon classification starting with ‘ROO’

ROOX 1975

Details: wagon ‘ROOX 1975 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.10.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX / AOX 1975 U
BSG Code: FXOZ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 29.06.1996
Last Triple Valve: 10.04.1989
Last Brake Cylinder: 05.02.1991
Last Single Car Test: 26.05.1993
Last Lift: 25.02.1982
Cont Max Slots: 3

07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROKX 1975 C’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROKX 1975 C’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROKX 1975 C’
29.06.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 1980

12.09.1995 Reclassified from wagon ‘ROOX 1980 A’ to ’ wagon ‘ROKX 1980 L’.
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ROOX 1981

Details: wagon ‘ROOX 1981 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.11.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 48 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 10.04.1996
Last Brake Cylinder: 04.09.1989
Last Single Car Test: 14.10.1993
Last Lift: 26.11.1986
Cont Max Slots: 3

23.12.1988 Alteration ‘FIT INTERMEDIATE REDUCTION SHAFT AND GEARS TO
HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES NORTHERN
REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR 1977, 1983,
1985 & 1993). (RS4369)’.

25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 1981 P’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘DOOR FRAME’.
04.09.1989 Repair ‘DOOR LOCK MECHANISM’.
04.09.1989 Repair ‘END BRAKE COCK’.
04.09.1989 Repair ‘END HOSE’.
04.09.1989 Repair ‘GRADE CONTROL VALVE’.
04.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1981 P’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘DOOR OPENING MECHANISM’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘TRAIN PIPE (END)’.

15628



2.697. Wagon classification starting with ‘ROO’

30.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 1981 P’

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

10.12.1990 Repair ‘DOOR HINGES AND PINS’.
10.12.1990 Repair ‘HANDRAILS END’.
10.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1981 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘CARD OR CLIP HOLDER’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘DOOR OPENING MECHANISM’.
08.05.1991 Repair ‘EMPTY LOAD VALVE’.
08.05.1991 Repair ‘END HOSE’.
08.05.1991 Repair ‘GRADE CONTROL VALVE’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1981 P’
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘DOOR LOCK MECHANISM’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1981 P’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘EMPTY LOAD VALVE’.
06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘STEP’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1981 P’
01.09.1992 Repair ‘STEP’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1981 P’
22.09.1992 Repair ‘HANDRAILS END’.
22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1981 P’
15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1981 P’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE PULL ROD’.
10.11.1992 Repair ‘END BRAKE COCK’.
10.11.1992 Repair ‘END HOSE’.
10.11.1992 Repair ‘TRAIN PIPE (END)’.
10.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1981 P’
07.01.1993 Repair ‘STEP’.
07.01.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 1981 P’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BRAKE CONTROL PIPE’.
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13.10.1993 Repair ‘BRANCH PIPE’.
13.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1981 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1981 P’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

10.04.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 1982

27.10.1994 Reclassified from wagon ‘ROOX 1982 S’ to ’ wagon ‘RKTX 1982 C’.

ROOX 1985

28.09.1995 Reclassified from wagon ‘ROOX 1985 W’ to ’ wagon ‘ROKX 1985 K’.

ROOX 1989

Details: wagon ‘ROOX 1989 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.01.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 48 tonnes

15630



2.697. Wagon classification starting with ‘ROO’

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 08.02.1996
Last Triple Valve: 27.04.1989
Last Brake Cylinder: 02.07.1992
Last Single Car Test: 02.10.1991
Last Lift: 21.11.1975
Cont Max Slots: 3

03.08.1989 Repair ‘END HOSE’.
03.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROKX 1989 A’
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROKX 1989 A’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘COUPLER COMPLETE’.
21.03.1990 Repair ‘EMPTY LOAD VALVE’.
21.03.1990 Repair ‘END HOSE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘LASHING POINT’.
21.03.1990 Repair ‘YOKE CARRIER’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ROKX 1989 A’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BRAKE PULL ROD’.
10.05.1990 Repair ‘COUPLER COMPLETE’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘TOP CENTRE PLATE’.
10.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
10.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROKX 1989 A’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘DOOR LOCK MECHANISM’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ROKX 1989 A’
15.08.1991 Repair ‘STANCHION’.
15.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROKX 1989 A’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘DOOR LOCK MECHANISM’.
01.10.1991 Repair ‘TRAIN PIPE (END)’.
01.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROKX 1989 A’
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ROKX 1989 A’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROKX 1989 A’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘DOOR COMPLETE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROKX 1989 A’
14.11.1992 Repair ‘HANDRAILS END’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ROKX 1989 A’
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROKX 1989 A’
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ROKX 1989 A’
05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROKX 1989 A’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROKX 1989 A’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE RECLASSIFY’.
22.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROKX 1989 A’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ROKX 1989 A’
08.02.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 1990

Details: wagon ‘ROOX 1990 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.01.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 48 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 10.07.1996
Due Triple Valve: 01.06.1988
Last Triple Valve: 30.11.1990
Last Brake Cylinder: 07.12.1993
Last Single Car Test: 07.12.1993
Last Lift: 01.08.1984
Cont Max Slots: 3

23.12.1988 Alteration ‘FIT INTERMEDIATE REDUCTION SHAFT AND GEARS TO
HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES NORTHERN
REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR 1977, 1983,
1985 & 1993). (RS4369)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘EMPTY LOAD VALVE’.
18.08.1989 Repair ‘END HOSE’.
18.08.1989 Repair ‘GRADE CONTROL VALVE’.
18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1989 Repair ‘SIDE STEP’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
18.08.1989 Repair ‘TRAIN PIPE’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1990 Y’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘END BRAKE COCK’.
13.11.1989 Repair ‘END HOSE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘HANDRAILS END’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1990 Y’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.11.1990 Repair ‘DOOR HINGES AND PINS’.
28.11.1990 Repair ‘DOOR LOCK MECHANISM’.
28.11.1990 Repair ‘DOOR OPENING MECHANISM’.
28.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.11.1990 Repair ‘RELAY VALVE’.
28.11.1990 Repair ‘TRAIN PIPE’.
28.11.1990 Repair ‘YOKE COMPLETE’.
28.11.1990 Repair ‘YOKE FOLLOWER’.
28.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1990 Y’
24.01.1991 Repair ‘END HOSE’.
24.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1990 Y’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.06.1991 Repair ‘END HOSE’.
09.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 1990 Y’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1991 Repair ‘SIDE STEP’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1990 Y’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1990 Y’
14.01.1993 Repair ‘BODY COMPLETE’.
14.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1990 Y’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1993 Repair ‘SIDE BEARER’.
01.12.1993 Repair ‘TOP CENTRE PLATE’.
01.12.1993 Repair ‘TRAIN PIPE’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1990 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 1990 Y’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

10.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
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ROOX 1993

Details: wagon ‘ROOX 1993 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.12.1968
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 48 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 21.06.1994
Last Triple Valve: 15.08.1988
Last Brake Cylinder: 20.05.1992
Last Single Car Test: 13.03.1989
Last Lift: 06.05.1983
Cont Max Slots: 3

23.12.1988 Alteration complete ‘FIT INTERMEDIATE REDUCTION SHAFT AND
GEARS TO HANDBRAKE MECHANISM. THIS INSTRUCTION SUPERCEDES
NORTHERN REGION INSTRUCTION 14/80. AOOX 1975 TO 1994.(EXCEPT FOR
1977, 1983, 1985 & 1993). (RS4369)’.

10.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1993 S’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

07.08.1990 Repair ‘DOOR COMPLETE’.
07.08.1990 Repair ‘END HOSE’.
07.08.1990 Repair ‘STANCHION’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1993 S’
08.10.1990 Repair ‘STEP’.
08.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1993 S’
12.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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12.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1993 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘DOOR LOCK MECHANISM’.
20.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.05.1992 Repair ‘STANCHION’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1993 S’
31.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1992 Repair ‘COUPLER KNUCKLE’.
31.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1992 Repair ‘EMPTY LOAD VALVE’.
31.05.1992 Repair ‘GRADE CONTROL VALVE’.
31.05.1992 Repair ‘SIDE BEARER’.
31.05.1992 Repair ‘TOP CENTRE PLATE’.
31.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1993 S’
20.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 1993 S’
24.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1993 S’
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1993 S’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE LEVER’.
15.09.1992 Repair ‘COUPLER KNUCKLE’.
15.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.09.1992 Repair ‘EMPTY LOAD VALVE’.
15.09.1992 Repair ‘GRADE CONTROL VALVE’.
15.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1993 S’
18.09.1992 Repair ‘DOOR COMPLETE’.
18.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1993 S’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘DOOR LOCK MECHANISM’.
20.05.1993 Repair ‘EMPTY LOAD VALVE’.
20.05.1993 Repair ‘GRADE CONTROL VALVE’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 1993 S’
19.06.1993 Repair ‘HANDRAILS END’.
19.06.1993 Repair ‘STEP’.
19.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1993 S’
29.09.1993 Repair ‘STEP’.
29.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1993 S’
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31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
31.12.1993 Repair ‘BRAKE LEVER’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 1993 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 1993 S’
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 1993 S’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2141

21.10.1994 Reclassified from wagon ‘ROOX 2141 T’ to ’ wagon ‘RKTX 2141 D’.

ROOX 2144

24.10.1994 Reclassified from wagon ‘ROOX 2144 A’ to ’ wagon ‘RKTX 2144 H’.

ROOX 2146

Details: wagon ‘ROOX 2146 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $13420
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.12.1969
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

15637



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 26.08.1996
Due Triple Valve: 01.02.1993
Last Triple Valve: 06.06.1991
Last Brake Cylinder: 04.01.1994
Last Single Car Test: 06.06.1991
Last Lift: 21.02.1983
Cont Max Slots: 3

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.09.1989 Repair ‘COUPLER COMPLETE’.
05.09.1989 Repair ‘DRAFT GEAR POCKET’.
05.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1989 Repair ‘STRIKING CASTING’.
05.09.1989 Repair ‘WEAR PLATES & SADDLES’.
05.09.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 2146 B’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘SIDE BEARER’.
17.04.1990 Repair ‘TOP CENTRE PLATE’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2146 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2146 B’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘BRAKE LEVER’.
26.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2146 B’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2146 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
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‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRAKE BLOCK RB95’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2146 B’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRANCH PIPE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘DOOR LOCK MECHANISM’.
07.12.1993 Repair ‘END BRAKE COCK’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2146 B’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘END BRAKE COCK’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1994 Repair ‘WHEEL SET’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2146 B’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2146 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2146 B’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2146 B’
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AOOX 2146 B’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

30.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2148

16.02.1995 Reclassified from wagon ‘ROOX 2148 N’ to ’ wagon ‘RKTX 2148 U’.
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ROOX 2153

17.10.1994 Reclassified from wagon ‘ROOX 2153 W’ to ’ wagon ‘RKTX 2153 G’.

ROOX 2159

15.11.1994 Reclassified from wagon ‘ROOX 2159 H’ to ’ wagon ‘RKTX 2159 Y’.

ROOX 2160

29.11.1989 Repair ‘STANCHION’.
29.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2160 J’
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Repair ‘STEP’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2160 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2160 J’
21.02.1991 Repair ‘HANDRAILS END’.
21.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2160 J’
16.03.1991 Repair ‘END HOSE’.
16.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2160 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.08.1993 Repair ‘END BRAKE COCK’.
10.08.1993 Repair ‘END HOSE’.
10.08.1993 Repair ‘TRAIN PIPE (END)’.
10.08.1993 Repair ‘VEHICLE COMPLETE’.
10.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2160 J’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘GRADE CONTROL VALVE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2160 J’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2160 J’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2160 J’
08.03.1994 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘DOOR COMPLETE’.
08.03.1994 Repair ‘DOOR HINGES AND PINS’.
08.03.1994 Repair ‘DOOR LOCK MECHANISM’.
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08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 2160 J’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

18.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 2160 J’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

23.09.1995 Reclassified from wagon ‘ROOX 2160 D’ to ’ wagon ‘ROKX 2160 Y’.

ROOX 2162

Details: wagon ‘ROOX 2162 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.03.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 14.09.1994
Due Triple Valve: 21.08.1997
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 08.07.1993
Last Lift: 13.07.1978
Cont Max Slots: 3

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
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06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1989 Repair ‘STANCHION’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2162 E’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘END BRAKE COCK’.
29.11.1989 Repair ‘END HOSE’.
29.11.1989 Repair ‘TRAIN PIPE (END)’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2162 E’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘COUPLER COMPLETE’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘END HOSE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2162 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘DOOR COMPLETE’.
12.12.1990 Repair ‘HANDRAILS’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2162 E’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘BRAKE PULL ROD’.
06.03.1991 Repair ‘END BRAKE COCK’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘STANCHION’.
06.03.1991 Repair ‘TOP CENTRE PLATE’.
06.03.1991 Repair ‘TRAIN PIPE (END)’.
06.03.1991 Repair ‘TRAIN PIPE’.
06.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2162 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.01.1992 Repair ‘AXLEBOX’.
27.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2162 E’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BRANCH PIPE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
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01.07.1992 Repair ‘END BRAKE COCK’.
01.07.1992 Repair ‘END HOSE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘TRAIN PIPE (END)’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2162 E’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE COMPLETE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Repair ‘WHEEL SET’.
23.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2162 E’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.07.1993 Repair ‘END HOSE’.
07.07.1993 Repair ‘TRAIN PIPE (END)’.
07.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2162 E’
10.08.1993 Repair ‘STANCHION’.
10.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2162 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
09.07.1994 Repair ‘VEHICLE RECLASSIFY’.
09.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2162 E’
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2164

07.02.1995 Reclassified from wagon ‘ROOX 2164 Q’ to ’ wagon ‘RKTX 2164 A’.

ROOX 2165

Details: wagon ‘ROOX 2165 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.03.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 28.07.1995
Last Brake Cylinder: 11.05.1988
Last Lift: 01.07.1985
Cont Max Slots: 3

31.07.1989 Repair ‘STEP’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2165 X’
30.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Repair ‘STEP’.
30.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2165 X’
30.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2165 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

06.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2165 X’
10.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2165 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.08.1991 Repair ‘VEHICLE COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2165 X’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2165 X’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2165 X’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 2165 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

26.11.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2167

14.11.1994 Reclassified from wagon ‘ROOX 2167 U’ to ’ wagon ‘RKTX 2167 E’.

ROOX 2168

31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2168 M’
07.02.1990 Repair ‘DOOR HINGES AND PINS’.
07.02.1990 Repair ‘DOOR LOCK MECHANISM’.
07.02.1990 Repair ‘STANCHION’.
07.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2168 M’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.08.1991 Repair ‘DOOR LOCK MECHANISM’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2168 M’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘DOOR COMPLETE’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2168 M’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2168 M’
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2168 M’
09.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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09.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2168 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2168 M’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
12.09.1995 Reclassified from wagon ‘ROOX 2168 G’ to ’ wagon ‘ROKX 2168 R’.

ROOX 2170

Details: wagon ‘ROOX 2170 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 14.04.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 02.05.1996
Due Triple Valve: 11.01.1992
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 25.11.1991
Last Single Car Test: 17.12.1991
Last Lift: 02.06.1983
Cont Max Slots: 3

17.11.1981 Alteration complete ‘MODIFY ALL ‘AOOX’ AND ‘AOMX’ WAGON DOOR
CATCHES BY : (1) WELDING ADDITIONAL WASHERS TO ALL PIN JOINTS. (2)
ADDING SECOND SAFETY CATCH AND STOP. (C1965)’.

12.03.1990 Repair ‘VEHICLE COMPLETE’.
12.03.1990 Repair ‘VEHICLE STENCILS’.
12.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2170 R’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘DOOR COMPLETE’.
28.04.1990 Repair ‘DOOR HINGES AND PINS’.
28.04.1990 Repair ‘DOOR LOCK MECHANISM’.
28.04.1990 Repair ‘DOOR OPENING MECHANISM’.
28.04.1990 Repair ‘STANCHION’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2170 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BOGIE SPRING’.
11.01.1991 Repair ‘BRAKE PULL ROD’.
11.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘DOOR COMPLETE’.
11.01.1991 Repair ‘DOOR LOCK MECHANISM’.
11.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.01.1991 Repair ‘RELAY VALVE’.
11.01.1991 Repair ‘STEP’.
11.01.1991 Repair ‘TOP CENTRE PLATE’.
11.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1991 Repair ‘YOKE CARRIER’.
11.01.1991 Repair ‘YOKE COMPLETE’.
11.01.1991 Repair ‘YOKE FOLLOWER’.
11.01.1991 Repair ‘YOKE FOLLOWER’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2170 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
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AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRAKE LEVER’.
30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2170 R’
11.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2170 R’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘END HOSE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1991 Repair ‘WHEEL SET’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2170 R’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘VEHICLE STENCILS’.
27.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2170 R’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘EMPTY LOAD VALVE’.
27.08.1992 Repair ‘GRADE CONTROL VALVE’.
27.08.1992 Repair ‘ISOLATING COCK’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2170 R’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2170 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2170 R’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

09.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROOX 2173

Details: wagon ‘ROOX 2173 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 05.05.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 17.07.1996
Last Triple Valve: 31.10.1990
Last Brake Cylinder: 14.07.1992
Last Single Car Test: 14.07.1992
Last Lift: 30.05.1983
Cont Max Slots: 3

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE LEVER’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2173 V’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2173 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.06.1990 Repair ‘DOOR COMPLETE’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2173 V’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘DOOR OPENING MECHANISM’.
14.06.1990 Repair ‘END BRAKE COCK’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
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14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘VEHICLE RENUMBERED’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2173 V’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘HANDRAILS END’.
18.09.1990 Repair ‘VEHICLE STENCILS’.
18.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2173 V’
16.10.1990 Repair ‘CARD OR CLIP HOLDER’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.10.1990 Repair ‘DOOR HINGES AND PINS’.
16.10.1990 Repair ‘END BRAKE COCK’.
16.10.1990 Repair ‘TRAIN PIPE (END)’.
16.10.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 2173 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘DOOR LOCK MECHANISM’.
09.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1992 Repair ‘VEHICLE STENCILS’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2173 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2173 V’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

26.10.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2174

13.10.1995 Reclassified from wagon ‘ROOX 2174 B’ to ’ wagon ‘ROKX 2174 M’.
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ROOX 2260

08.02.1995 Reclassified from wagon ‘ROOX 2260 K’ to ’ wagon ‘RKTX 2260 R’.

ROOX 2262

07.02.1995 Reclassified from wagon ‘ROOX 2262 F’ to ’ wagon ‘RKTX 2262 M’.

ROOX 2263

22.09.1995 Reclassified from wagon ‘ROOX 2263 Y’ to ’ wagon ‘ROKX 2263 C’.

ROOX 2264

21.11.1995 Reclassified from wagon ‘ROOX 2264 A’ to ’ wagon ‘ROKX 2264 L’.

ROOX 2265

20.10.1994 Reclassified from wagon ‘ROOX 2265 J’ to ’ wagon ‘RKTX 2265 Q’.

ROOX 2267

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.07.1989 Repair ‘DOOR OPENING MECHANISM’.
14.07.1989 Repair ‘RELAY VALVE’.
14.07.1989 Repair ‘TRAIN PIPE (END)’.
14.07.1989 Repair ‘TRAIN PIPE (END)’.
14.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘VEHICLE COMPLETE’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘EMPTY LOAD VALVE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘STEP’.
09.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2267 K’
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘DRAFT GEAR POCKET’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1990 Repair ‘TOP CENTRE PLATE’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
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28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2267 K’
17.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1990 Repair ‘COUPLER KNUCKLE’.
17.11.1990 Repair ‘EMPTY LOAD VALVE’.
17.11.1990 Repair ‘END HOSE’.
17.11.1990 Repair ‘GRADE CONTROL VALVE’.
17.11.1990 Repair ‘STANCHION’.
17.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2267 K’
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘DOOR OPENING MECHANISM’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2267 K’
22.07.1991 Repair ‘STANCHION’.
22.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘DOOR LOCK MECHANISM’.
13.04.1992 Repair ‘EMPTY LOAD VALVE’.
13.04.1992 Repair ‘GRADE CONTROL VALVE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2267 K’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BRAKE PULL ROD’.
08.10.1992 Repair ‘TRAIN PIPE’.
08.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2267 K’
16.02.1993 Repair ‘STEP’.
16.02.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AOOX 2267 K’
22.06.1993 Repair ‘DOOR LOCK MECHANISM’.
22.06.1993 Repair ‘STANCHION’.
22.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
19.07.1993 Repair ‘HANDRAILS END’.
19.07.1993 Repair ‘TRAIN PIPE (END)’.
19.07.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2267 K’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Repair ‘BRAKE LEVER’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘END BRAKE COCK’.
27.07.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2267 K’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2267 K’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
12.09.1995 Reclassified from wagon ‘ROOX 2267 E’ to ’ wagon ‘ROKX 2267 P’.

ROOX 2268

20.10.1994 Reclassified from wagon ‘ROOX 2268 N’ to ’ wagon ‘RKTX 2268 U’.

ROOX 2269

Details: wagon ‘ROOX 2269 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.10.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 17.06.1994
Last Triple Valve: 24.08.1993
Last Brake Cylinder: 24.08.1993
Last Single Car Test: 24.08.1993
Last Lift: 26.08.1981
Cont Max Slots: 3

10.12.1989 Repair ‘HANDRAILS END’.
10.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2269 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.11.1990 Repair ‘COUPLER COMPLETE’.
11.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2269 F’
18.12.1990 Repair ‘COUPLER COMPLETE’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2269 F’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘DOOR OPENING MECHANISM’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2269 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Repair ‘HANDRAILS END’.
14.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2269 F’
26.05.1992 Repair ‘STEP’.
26.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2269 F’
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2269 F’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE PULL ROD’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘DOOR HINGES AND PINS’.
23.08.1993 Repair ‘DOOR LOCK MECHANISM’.
23.08.1993 Repair ‘DOOR OPENING MECHANISM’.
23.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘HANDRAILS END’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1993 Repair ‘SIDE STEP’.
23.08.1993 Repair ‘STANCHION’.
23.08.1993 Repair ‘STEP’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Repair ‘TRANSOM’.
23.08.1993 Repair ‘VEHICLE COMPLETE’.
23.08.1993 Repair ‘YOKE FOLLOWER’.
23.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2269 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2269 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2272

19.10.1994 Reclassified from wagon ‘ROOX 2272 N’ to ’ wagon ‘RKTX 2272 U’.

ROOX 2273

03.11.1995 Reclassified from wagon ‘ROOX 2273 W’ to ’ wagon ‘ROKX 2273 K’.

ROOX 2274

19.10.1994 Reclassified from wagon ‘ROOX 2274 X’ to ’ wagon ‘RKTX 2274 P’.

ROOX 2276

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘END HOSE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘STANCHION’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2276 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE COMPLETE’.
16.08.1990 Repair ‘BRANCH PIPE’.
16.08.1990 Repair ‘CARD OR CLIP HOLDER’.
16.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.08.1990 Repair ‘DOOR LOCK MECHANISM’.
16.08.1990 Repair ‘END BRAKE COCK’.
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Repair ‘TRAIN PIPE (END)’.
16.08.1990 Repair ‘TRAIN PIPE’.
16.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2276 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.06.1991 Repair ‘HANDRAILS END’.
16.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2276 J’
28.02.1992 Repair ‘HANDRAILS’.
28.02.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2276 J’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2276 J’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘DOOR COMPLETE’.
27.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2276 J’
19.01.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2276 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2276 J’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

04.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
23.09.1995 Reclassified from wagon ‘ROOX 2276 D’ to ’ wagon ‘ROKX 2276 Y’.
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ROOX 2277

Details: wagon ‘ROOX 2277 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.11.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 30.06.1995
Due Triple Valve: 01.09.1988
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 04.11.1993
Last Lift: 09.01.1980
Cont Max Slots: 3

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘DOOR LOCK MECHANISM’.
20.11.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2277 S’
07.03.1990 Repair ‘STANCHION’.
07.03.1990 Repair ‘STEP’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2277 S’
12.03.1990 Repair ‘VEHICLE COMPLETE’.
12.03.1990 Repair ‘VEHICLE STENCILS’.
12.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2277 S’
19.03.1990 Repair ‘HOSE FITTINGS’.
19.03.1990 Repair ‘STEP’.
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19.03.1990 Repair ‘TRAIN PIPE (END)’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2277 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘DOOR LOCK MECHANISM’.
11.01.1991 Repair ‘VEHICLE STENCILS’.
11.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2277 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.11.1991 Repair ‘HANDRAILS’.
05.11.1991 Repair ‘STEP’.
05.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2277 S’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘END BRAKE COCK’.
28.01.1992 Repair ‘HOSE FITTINGS’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2277 S’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1992 Repair ‘TRAIN PIPE’.
25.05.1992 Repair ‘VEHICLE STENCILS’.
25.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2277 S’
29.06.1992 Repair ‘STEP’.
29.06.1992 Repair ‘TRAIN PIPE (END)’.
29.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2277 S’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE COMPLETE’.
30.09.1993 Repair ‘CENTRE SILL’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘END BRAKE COCK’.
30.09.1993 Repair ‘END COMPLETE’.
30.09.1993 Repair ‘END HOSE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘HANDBRAKE HANDLE’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘SIDE BEARER’.
30.09.1993 Repair ‘TRAIN PIPE (END)’.
30.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2277 S’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
27.10.1993 Repair ‘SIDE BEARER’.
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27.10.1993 Issued at location ‘Tailem bend’ with a previous code of wagon
‘AOOX 2277 S’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2277 S’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 2277 S’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

30.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2279

21.10.1995 Reclassified from wagon ‘ROOX 2279 H’ to ’ wagon ‘ROKX 2279 S’.

ROOX 2283

13.09.1995 Reclassified from wagon ‘ROOX 2283 H’ to ’ wagon ‘ROKX 2283 S’.

ROOX 2285

Details: wagon ‘ROOX 2285 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $9640
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.12.1970
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 17.06.1996
Last Brake Cylinder: 03.07.1992
Last Single Car Test: 25.10.1993
Last Lift: 03.11.1981
Cont Max Slots: 3

07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2285 X’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘DOOR FRAME’.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘TRAIN PIPE’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2285 X’
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2285 X’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.07.1990 Repair ‘HANDRAILS END’.
19.07.1990 Repair ‘STEP’.
19.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2285 X’
30.07.1990 Repair ‘DOOR HINGES AND PINS’.
30.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2285 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘HANDRAILS END’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2285 X’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1991 Repair ‘EMPTY LOAD VALVE’.
29.08.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1991 Repair ‘STEP’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2285 X’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2285 X’
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22.07.1992 Repair ‘STEP’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2285 X’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘DOOR HINGES AND PINS’.
21.07.1993 Repair ‘DOOR HINGES AND PINS’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2285 X’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.10.1993 Repair ‘VEHICLE STENCILS’.
11.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2285 X’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘DOOR LOCK MECHANISM’.
13.01.1994 Repair ‘DOOR OPENING MECHANISM’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HANDBRAKE HANDLE’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2285 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2285 X’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2285 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

04.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2286

08.11.1994 Reclassified from wagon ‘ROOX 2286 L’ to ’ wagon ‘RKTX 2286 S’.

ROOX 2289

08.12.1995 Reclassified from wagon ‘ROOX 2289 P’ to ’ wagon ‘ROKX 2289 D’.
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ROOX 2307

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

23.08.1995 Repair ‘VEHICLE RECLASSIFY’.
23.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AOOX 2307 P’
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
31.10.1995 Reclassified from wagon ‘ROOX 2307 J’ to ’ wagon ‘ROKX 2307 U’.

ROOX 2309

Details: wagon ‘ROOX 2309 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.08.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 23.02.1995
Last Triple Valve: 15.12.1988
Last Brake Cylinder: 28.06.1991
Last Single Car Test: 29.05.1989
Last Lift: 03.08.1984
Cont Max Slots: 3

13.10.1989 Repair ‘HANDRAILS END’.
13.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2309 K’
28.03.1990 Repair ‘END HOSE’.
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Repair ‘TRAIN PIPE (END)’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2309 K’
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01.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2309 K’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRAKE BLOCK RB95’.
17.07.1990 Repair ‘END BRAKE COCK’.
17.07.1990 Repair ‘TRAIN PIPE’.
17.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2309 K’
10.04.1991 Repair ‘DOOR LOCK MECHANISM’.
10.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2309 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1991 Repair ‘VEHICLE COMPLETE’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2309 K’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1992 Repair ‘BRAKE LEVER’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘DOOR COMPLETE’.
28.01.1992 Repair ‘DOOR LOCK MECHANISM’.
28.01.1992 Repair ‘EMPTY LOAD VALVE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Repair ‘WHEEL SET’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2309 K’
30.01.1992 Repair ‘GRAFFITI REMOVAL’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2309 K’
21.05.1993 Repair ‘HANDRAILS’.
21.05.1993 Repair ‘STEP’.
21.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2309 K’
12.07.1993 Repair ‘STEP’.
12.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2309 K’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

15663



2. TIMS GROUP INFORMATION - WAGONS

23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2309 K’
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2309 K’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2309 K’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2309 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AOOX 2309 K’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

23.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2310

99.99.9999 Reclassified from wagon ‘ROOX 2310 A’ to ’ wagon ‘ROKX 2310 L’.

ROOX 2311

12.09.1995 Reclassified from wagon ‘ROOX 2311 J’ to ’ wagon ‘ROKX 2311 U’.

ROOX 2315

Details: wagon ‘ROOX 2315 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 24.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 05.07.1996
Last Brake Cylinder: 25.05.1989
Last Single Car Test: 03.04.1989
Last Lift: 01.04.1985
Cont Max Slots: 3

17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AOOX 2315 F’
17.02.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2316

19.10.1994 Reclassified from wagon ‘ROOX 2316 X’ to ’ wagon ‘RKTX 2316 P’.

ROOX 2318

12.09.1995 Reclassified from wagon ‘ROOX 2318 D’ to ’ wagon ‘ROKX 2318 Y’.

ROOX 2319

21.02.1995 Reclassified from wagon ‘ROOX 2319 M’ to ’ wagon ‘RKTX 2319 T’.

ROOX 2320

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘END HOSE’.
27.02.1990 Repair ‘STANCHION’.
27.02.1990 Repair ‘TRAIN PIPE’.
27.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2320 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2320 Y’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘DOOR LOCK MECHANISM’.
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13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2320 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘RELAY VALVE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2320 Y’
23.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Repair ‘VEHICLE STENCILS’.
23.05.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 2320 Y’
01.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2320 Y’
02.09.1991 Repair ‘SIDE STEP’.
02.09.1991 Repair ‘STANCHION’.
02.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2320 Y’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Victoria’ with a previous code of wagon ‘AOOX 2320 Y’
12.07.1992 Repair ‘STEP’.
12.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2320 Y’
29.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2320 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2320 Y’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

20.10.1995 Reclassified from wagon ‘ROOX 2320 X’ to ’ wagon ‘ROKX 2320 T’.

ROOX 2321

Details: wagon ‘ROOX 2321 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 20.06.1995
Due Triple Valve: 01.09.1991
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 23.11.1992
Last Lift: 15.09.1981
Cont Max Slots: 3

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1989 Repair ‘SIDE STEP’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2321 A’
04.10.1989 Repair ‘TOP CENTRE PLATE’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
18.04.1990 Repair ‘BOGIE WEAR PLATES’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2321 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.06.1990 Repair ‘DOOR OPENING MECHANISM’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘DOOR HINGES AND PINS’.
30.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2321 A’
16.01.1991 Repair ‘DOOR LOCK MECHANISM’.
16.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
30.01.1991 Repair ‘TRAIN PIPE’.
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30.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
30.01.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 2321 A’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘END BRAKE COCK’.
12.03.1991 Repair ‘END BRAKE COCK’.
12.03.1991 Repair ‘END HOSE’.
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2321 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE LEVER’.
30.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1992 Repair ‘VEHICLE STENCILS’.
30.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2321 A’
15.06.1992 Repair ‘HANDRAILS END’.
15.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
17.09.1992 Repair ‘STEP’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2321 A’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1992 Repair ‘BRAKE PULL ROD’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Repair ‘TRAIN PIPE’.
19.11.1992 Repair ‘TRANSOM’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2321 A’
24.07.1993 Repair ‘HANDRAILS END’.
24.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
25.12.1993 Repair ‘HANDRAILS END’.
25.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2321 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2321 A’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
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26.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2322

19.10.1994 Reclassified from wagon ‘ROOX 2322 D’ to ’ wagon ‘RKTX 2322 K’.

ROOX 2324

14.07.1989 Repair ‘STANCHION’.
14.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2324 E’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
26.09.1989 Repair ‘BRAKE LEVER’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Repair ‘STANCHION’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2324 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘TOP CENTRE PLATE’.
30.09.1991 Repair ‘TRAIN PIPE (END)’.
30.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2324 E’
10.01.1992 Repair ‘HANDRAILS END’.
10.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2324 E’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘CENTRE SILL’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘END SILL’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
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04.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1992 Repair ‘SIDE SILL’.
04.12.1992 Repair ‘TRANSOM’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2324 E’
02.10.1993 Repair ‘HANDRAILS END’.
02.10.1993 Repair ‘STEP’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2324 E’
17.10.1993 Repair ‘HANDRAILS END’.
17.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2324 E’
12.01.1994 Repair ‘DOOR LOCK MECHANISM’.
12.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2324 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2324 E’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

13.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
12.09.1995 Reclassified from wagon ‘ROOX 2324 V’ to ’ wagon ‘ROKX 2324 J’.

ROOX 2325

12.09.1995 Reclassified from wagon ‘ROOX 2325 H’ to ’ wagon ‘ROKX 2325 S’.

ROOX 2326

04.06.1994 Reclassified from wagon ‘ROOX 2326 Q’ to ’ wagon ‘RKTX 2326 A’.

ROOX 2327

27.10.1994 Reclassified from wagon ‘ROOX 2327 C’ to ’ wagon ‘RKTX 2327 J’.

ROOX 2329

02.11.1994 Reclassified from wagon ‘ROOX 2329 U’ to ’ wagon ‘RKTX 2329 E’.

ROOX 2330

07.11.1995 Reclassified from wagon ‘ROOX 2330 Q’ to ’ wagon ‘ROKX 2330 E’.

ROOX 2332

Details: wagon ‘ROOX 2332 L’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $14500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.11.1971
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 29.03.1996
Last Triple Valve: 21.09.1989
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 07.08.1992
Last Lift: 22.12.1986
Cont Max Slots: 3

24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2332 R’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.09.1989 Repair ‘DOOR LOCK MECHANISM’.
14.09.1989 Repair ‘DRAFT GEAR POCKET’.
14.09.1989 Repair ‘END BRAKE COCK’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 2332 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2332 R’
09.08.1990 Repair ‘DOOR COMPLETE’.
09.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 2332 R’

16.08.1990 Repair ‘SIDE STEP’.
16.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2332 R’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘DOOR OPENING MECHANISM’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘END HOSE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘WHEEL SET’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2332 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE BEARINGS’.
20.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1992 Repair ‘VEHICLE STENCILS’.
20.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2332 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2332 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

06.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2333

04.08.1989 Repair ‘DOOR COMPLETE’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2333 D’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘EMPTY LOAD VALVE’.
28.11.1989 Repair ‘GRADE CONTROL VALVE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.06.1990 Repair ‘STEP’.
19.06.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2333 D’
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.06.1990 Repair ‘TRAIN PIPE (END)’.
27.06.1990 Repair ‘TRAIN PIPE’.
27.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 2333 D’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COUPLER COMPLETE’.
05.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘TRAIN PIPE (END)’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2333 D’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘DOOR LOCK MECHANISM’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘END HOSE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘DOOR HINGES AND PINS’.
11.04.1992 Repair ‘DOOR LOCK MECHANISM’.
11.04.1992 Repair ‘EMPTY LOAD VALVE’.
11.04.1992 Repair ‘GRADE CONTROL VALVE’.
11.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
04.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2333 D’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2333 D’
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2333 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2333 D’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

23.09.1995 Reclassified from wagon ‘ROOX 2333 U’ to ’ wagon ‘ROKX 2333 X’.

ROOX 2513

19.10.1994 Reclassified from wagon ‘ROOX 2513 S’ to ’ wagon ‘RKTX 2513 C’.

ROOX 2515

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BEARERS’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘COUPLER COMPLETE’.
24.10.1990 Repair ‘DOOR LOCK MECHANISM’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘HANDRAILS END’.
24.10.1990 Repair ‘SIDE BEARER’.
24.10.1990 Repair ‘TRAIN PIPE (END)’.
24.10.1990 Repair ‘YOKE COMPLETE’.
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2515 T’
16.11.1990 Repair ‘STEP’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2515 T’
24.11.1990 Repair ‘END HOSE’.
24.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2515 T’
17.12.1990 Repair ‘HANDRAILS END’.
17.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2515 T’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘BRAKE PULL ROD’.
26.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2515 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2515 T’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘STANCHION’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2515 T’
12.03.1994 Repair ‘BOGIE COMPLETE’.
12.03.1994 Repair ‘STEP’.
12.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2515 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2515 T’
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14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING
DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

20.10.1995 Reclassified from wagon ‘ROOX 2515 N’ to ’ wagon ‘ROKX 2515 B’.

ROOX 2516

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘END BRAKE COCK’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘VEHICLE COMPLETE’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2516 F’
17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE COMPLETE’.
17.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2516 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRANCH PIPE’.
27.08.1990 Repair ‘DOOR LOCK MECHANISM’.
27.08.1990 Repair ‘END BRAKE COCK’.
27.08.1990 Repair ‘END HOSE’.
27.08.1990 Repair ‘HANDRAILS END’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘STANCHION’.
27.08.1990 Repair ‘TRAIN PIPE (END)’.
27.08.1990 Repair ‘TRAIN PIPE’.
27.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2516 F’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Repair ‘CARD OR CLIP HOLDER’.
07.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1990 Repair ‘DOOR LOCK MECHANISM’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘HANDRAILS END’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2516 F’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2516 F’
05.02.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2516 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2516 F’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 2516 F’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

31.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2516 W’ to ’ wagon ‘ROKX 2516 K’.

ROOX 2520

15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2520 F’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE COMPLETE’.
20.04.1990 Repair ‘BRAKE LEVER’.
20.04.1990 Repair ‘BRANCH PIPE’.
20.04.1990 Repair ‘CARD OR CLIP HOLDER’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.04.1990 Repair ‘DOOR HINGES AND PINS’.
20.04.1990 Repair ‘DOOR LOCK MECHANISM’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘HANDRAILS END’.
20.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1990 Repair ‘SIDE BEARER’.
20.04.1990 Repair ‘STANCHION’.
20.04.1990 Repair ‘TRAIN PIPE (END)’.
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20.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1990 Repair ‘YOKE COMPLETE’.
20.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2520 F’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘END HOSE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2520 F’
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2520 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.08.1991 Repair ‘HANDRAILS END’.
03.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2520 F’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘END BRAKE COCK’.
09.09.1992 Repair ‘END HOSE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1992 Repair ‘STEP’.
09.09.1992 Repair ‘TRAIN PIPE (END)’.
09.09.1992 Repair ‘TRAIN PIPE (END)’.
09.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2520 F’
20.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1993 Repair ‘BOGIE COMPLETE’.
20.03.1993 Repair ‘BRANCH PIPE’.
20.03.1993 Repair ‘DOOR LOCK MECHANISM’.
20.03.1993 Repair ‘EMPTY LOAD VALVE’.
20.03.1993 Repair ‘GRADE CONTROL VALVE’.
20.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2520 F’
02.10.1993 Repair ‘HANDRAILS END’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2520 F’
12.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2520 F’
12.11.1993 Repair ‘STEP’.
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12.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2520 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2520 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

31.10.1995 Reclassified from wagon ‘ROOX 2520 W’ to ’ wagon ‘ROKX 2520 K’.

ROOX 2521

09.10.1995 Reclassified from wagon ‘ROOX 2521 X’ to ’ wagon ‘ROKX 2521 T’.

ROOX 2525

20.10.1994 Reclassified from wagon ‘ROOX 2525 V’ to ’ wagon ‘RKTX 2525 F’.

ROOX 2527

20.10.1994 Reclassified from wagon ‘ROOX 2527 Q’ to ’ wagon ‘RKTX 2527 A’.

ROOX 2529

15.11.1994 Reclassified from wagon ‘ROOX 2529 L’ to ’ wagon ‘RKTX 2529 S’.

ROOX 2530

06.02.1995 Reclassified from wagon ‘ROOX 2530 H’ to ’ wagon ‘RKTX 2530 Y’.

ROOX 2533

20.10.1994 Reclassified from wagon ‘ROOX 2533 L’ to ’ wagon ‘RKTX 2533 S’.

ROOX 2535

20.10.1995 Reclassified from wagon ‘ROOX 2535 G’ to ’ wagon ‘ROKX 2535 R’.

ROOX 2536

02.11.1994 Reclassified from wagon ‘ROOX 2536 P’ to ’ wagon ‘RKTX 2536 W’.
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ROOX 2537

Details: wagon ‘ROOX 2537 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.09.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 03.09.1994
Last Brake Cylinder: 04.01.1991
Last Single Car Test: 16.01.1991
Last Lift: 08.04.1982
Cont Max Slots: 3

15.09.1989 Repair ‘DOOR OPENING MECHANISM’.
15.09.1989 Repair ‘END BRAKE COCK’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2537 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE LEVER’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘COUPLER COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2537 H’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BRAKE BLOCK RB95’.
11.01.1991 Repair ‘BRAKE PULL ROD’.
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11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DOOR LOCK MECHANISM’.
11.01.1991 Repair ‘STEP’.
11.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2537 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘DOOR LOCK MECHANISM’.
10.06.1992 Repair ‘DOOR LOCK MECHANISM’.
10.06.1992 Repair ‘TRAIN PIPE’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2537 H’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRANCH PIPE’.
16.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2537 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 2537 H’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2539

24.11.1995 Reclassified from wagon ‘ROOX 2539 T’ to ’ wagon ‘ROKX 2539 H’.

ROOX 2541

29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE COMPLETE’.
29.03.1990 Repair ‘CENTRE SILL’.
29.03.1990 Repair ‘COUPLER COMPLETE’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.03.1990 Repair ‘DOOR COMPLETE’.
29.03.1990 Repair ‘DRAFT GEAR POCKET’.
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29.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.03.1990 Repair ‘END BRAKE COCK’.
29.03.1990 Repair ‘END HOSE’.
29.03.1990 Repair ‘HANDRAILS END’.
29.03.1990 Repair ‘STANCHION’.
29.03.1990 Repair ‘STEP’.
29.03.1990 Repair ‘TOP CENTRE PLATE’.
29.03.1990 Repair ‘TRAIN PIPE (END)’.
29.03.1990 Repair ‘YOKE CARRIER’.
29.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
29.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2541 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2541 H’
11.07.1991 Repair ‘END HOSE’.
11.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2541 H’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1992 Repair ‘BOGIE COMPLETE’.
29.01.1992 Repair ‘BRAKE LEVER’.
29.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.01.1992 Repair ‘COUPLER COMPLETE’.
29.01.1992 Repair ‘DOOR LOCK MECHANISM’.
29.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1992 Repair ‘TOP CENTRE PLATE’.
29.01.1992 Repair ‘YOKE COMPLETE’.
29.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2541 H’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2541 H’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘END BRAKE COCK’.
15.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1992 Repair ‘VEHICLE STENCILS’.
15.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2541 H’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.03.1993 Repair ‘BOGIE COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1993 Repair ‘TRAIN PIPE (END)’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2541 H’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.09.1993 Repair ‘STEP’.
13.09.1993 Repair ‘TRAIN PIPE (END)’.
13.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Repair ‘UNDERFRAME COMPLETE’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
13.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2541 H’
13.01.1994 Repair ‘STEP’.
13.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2541 H’
30.01.1994 Repair ‘HANDRAILS END’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2541 H’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2541 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2541 H’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

20.02.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2541 B’ to ’ wagon ‘ROKX 2541 M’.

ROOX 2542

22.09.1995 Reclassified from wagon ‘ROOX 2542 K’ to ’ wagon ‘ROKX 2542 V’.

ROOX 2544

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
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09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘DOOR FRAME’.
09.08.1989 Repair ‘DOOR HINGES AND PINS’.
09.08.1989 Repair ‘DOOR LOCK MECHANISM’.
09.08.1989 Repair ‘DOOR OPENING MECHANISM’.
09.08.1989 Repair ‘DRAFT GEAR POCKET’.
09.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.08.1989 Repair ‘HANDRAILS END’.
09.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1989 Repair ‘SIDE BEARER’.
09.08.1989 Repair ‘STANCHION’.
09.08.1989 Repair ‘STEP’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Repair ‘WEAR PLATES & SADDLES’.
09.08.1989 Repair ‘YOKE COMPLETE’.
09.08.1989 Repair ‘YOKE FOLLOWER’.
09.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2544 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

05.03.1991 Repair ‘STANCHION’.
05.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2544 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘HANDRAILS END’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2544 L’
22.11.1991 Repair ‘DOOR COMPLETE’.
22.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2544 L’
20.03.1992 Repair ‘HANDRAILS END’.
20.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2544 L’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘EMPTY LOAD VALVE’.
16.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2544 L’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘COUPLER COMPLETE’.
07.07.1993 Repair ‘DOOR HINGES AND PINS’.
07.07.1993 Repair ‘DOOR HINGES AND PINS’.
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07.07.1993 Repair ‘DOOR LOCK MECHANISM’.
07.07.1993 Repair ‘END BRAKE COCK’.
07.07.1993 Repair ‘END HOSE’.
07.07.1993 Repair ‘HANDRAILS END’.
07.07.1993 Repair ‘STANCHION’.
07.07.1993 Repair ‘STEP’.
07.07.1993 Repair ‘TRAIN PIPE (END)’.
07.07.1993 Repair ‘TRAIN PIPE’.
07.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2544 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2544 L’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

06.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
23.09.1995 Reclassified from wagon ‘ROOX 2544 F’ to ’ wagon ‘ROKX 2544 Q’.

ROOX 2546

04.11.1995 Reclassified from wagon ‘ROOX 2546 A’ to ’ wagon ‘ROKX 2546 L’.

ROOX 2551

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1991 Repair ‘TRAIN PIPE (END)’.
01.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2551 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
23.03.1993 Repair ‘BRAKE BLOCK RB95’.
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23.03.1993 Repair ‘HANDRAILS END’.
23.03.1993 Repair ‘SIDE STEP’.
23.03.1993 Repair ‘STEP’.
23.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2551 P’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2551 P’
19.09.1993 Repair ‘HANDRAILS’.
19.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2551 P’
16.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1993 Repair ‘BRAKE LEVER’.
16.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘TRAIN PIPE (END)’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2551 P’
08.01.1994 Repair ‘HANDRAILS END’.
08.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
02.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2551 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2551 P’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

12.09.1995 Reclassified from wagon ‘ROOX 2551 J’ to ’ wagon ‘ROKX 2551 U’.

ROOX 2552

14.02.1995 Reclassified from wagon ‘ROOX 2552 S’ to ’ wagon ‘RKTX 2552 C’.
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ROOX 2553

20.10.1994 Reclassified from wagon ‘ROOX 2553 E’ to ’ wagon ‘RKTX 2553 L’.

ROOX 2555

02.12.1995 Reclassified from wagon ‘ROOX 2555 W’ to ’ wagon ‘ROKX 2555 K’.

ROOX 2558

19.10.1994 Reclassified from wagon ‘ROOX 2558 D’ to ’ wagon ‘RKTX 2558 K’.

ROOX 2560

12.09.1995 Reclassified from wagon ‘ROOX 2560 X’ to ’ wagon ‘ROKX 2560 T’.

ROOX 2562

Details: wagon ‘ROOX 2562 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.11.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 20.02.1995
Last Triple Valve: 01.08.1988
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 06.11.1992
Last Lift: 19.05.1983
Cont Max Slots: 3

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2562 J’
13.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1990 Repair ‘BRAKE SPRING’.
13.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Repair ‘VEHICLE COMPLETE’.
13.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2562 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

27.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2562 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.12.1991 Repair ‘DOOR LOCK MECHANISM’.
19.12.1991 Repair ‘STANCHION’.
19.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2562 J’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘VEHICLE STENCILS’.
23.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2562 J’
05.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1993 Issued at location ‘Tarcoola’ with a previous code of wagon ‘AOOX 2562 J’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘COUPLER KNUCKLE’.
03.03.1993 Repair ‘END BRAKE COCK’.
03.03.1993 Repair ‘GRADE CONTROL VALVE’.
03.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2562 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AOOX 2562 J’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

15.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
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ROOX 2563

Details: wagon ‘ROOX 2563 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $15390
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.12.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 11.08.1994
Due Triple Valve: 01.10.1994
Last Lift: 22.01.1981
Cont Max Slots: 3

16.03.1990 Repair ‘DOOR HINGES AND PINS’.
16.03.1990 Repair ‘DOOR LOCK MECHANISM’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2563 S’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

06.09.1990 Repair ‘DOOR OPENING MECHANISM’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2563 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.03.1993 Repair ‘END BRAKE COCK’.
17.03.1993 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOOX 2563 S’
02.12.1993 Repair ‘SIDE STEP’.
02.12.1993 Repair ‘STEP’.
02.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2563 S’
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14.01.1994 Repair ‘AXLEBOX’.
14.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2563 S’
02.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2563 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2563 S’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2564

29.11.1995 Reclassified from wagon ‘ROOX 2564 V’ to ’ wagon ‘ROKX 2564 J’.

ROOX 2568

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1989 Repair ‘WHEEL SET’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2568 R’
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2568 R’
17.04.1990 Repair ‘END BRAKE COCK’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2568 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2568 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2568 R’
24.02.1992 Repair ‘DOOR LOCK MECHANISM’.
24.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 2568 R’
30.06.1993 Repair ‘DOOR COMPLETE’.
30.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2568 R’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.08.1993 Repair ‘DOOR COMPLETE’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2568 R’
14.01.1994 Repair ‘STEP’.
14.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2568 R’
17.01.1994 Repair ‘STANCHION’.
17.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2568 R’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2568 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2568 R’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2568 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

25.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2568 L’ to ’ wagon ‘ROKX 2568 W’.

ROOX 2572

12.09.1995 Reclassified from wagon ‘ROOX 2572 L’ to ’ wagon ‘ROKX 2572 W’.

ROOX 2608

Details: wagon ‘ROOX 2608 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.06.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 12.08.1995
Due Triple Valve: 01.02.1989
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 07.05.1991
Last Lift: 09.02.1984
Cont Max Slots: 3

07.09.1989 Repair ‘END HOSE’.
07.09.1989 Repair ‘HANDRAILS END’.
07.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2608 W’
29.10.1989 Repair ‘HANDRAILS END’.
29.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2608 W’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘DOOR COMPLETE’.
11.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1991 Repair ‘VEHICLE STENCILS’.
11.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘AOOX 2608 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘TRAIN PIPE (END)’.
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30.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 2608 W’

11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 2608 W’
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘VEHICLE STENCILS’.
23.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2608 W’
29.06.1992 Repair ‘VEHICLE COMPLETE’.
29.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2608 W’
14.10.1993 Repair ‘HANDRAILS’.
14.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2608 W’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER COMPLETE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2608 W’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2608 W’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2608 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2608 W’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.11.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2610

24.10.1994 Reclassified from wagon ‘ROOX 2610 V’ to ’ wagon ‘RKTX 2610 F’.

ROOX 2611

Details: wagon ‘ROOX 2611 H’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 21.02.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 14.08.1995
Due Triple Valve: 27.11.1996
Last Brake Cylinder: 14.08.1992
Last Single Car Test: 22.11.1993
Last Lift: 16.03.1981
Cont Max Slots: 3

12.11.1989 Repair ‘STEP’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2611 N’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER KNUCKLE’.
21.04.1990 Repair ‘DOOR COMPLETE’.
21.04.1990 Repair ‘DOOR OPENING MECHANISM’.
21.04.1990 Repair ‘EMPTY LOAD VALVE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1990 Repair ‘VEHICLE STENCILS’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2611 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2611 N’
24.02.1991 Repair ‘HANDRAILS END’.
24.02.1991 Repair ‘STEP’.
24.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2611 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2611 N’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1992 Repair ‘VEHICLE STENCILS’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2611 N’
30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Issued at location ‘Bolivar’ with a previous code of wagon ‘AOOX 2611 N’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘END HOSE’.
18.11.1993 Repair ‘TRAIN PIPE (END)’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2611 N’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2611 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2611 N’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

24.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2615

19.10.1994 Reclassified from wagon ‘ROOX 2615 U’ to ’ wagon ‘RKTX 2615 E’.

ROOX 2619

23.11.1995 Reclassified from wagon ‘ROOX 2619 K’ to ’ wagon ‘ROKX 2619 V’.
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ROOX 2622

Details: wagon ‘ROOX 2622 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.03.1974
Operating System: AN
Intended Use: GENERAL
Remarks: STORED 05.09.94
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CZ
Return to Service Date: 01.11.1995
Due Triple Valve: 01.10.1994
Last Brake Cylinder: 29.03.1993
Last Single Car Test: 14.12.1990
Last Lift: 03.04.1987
Cont Max Slots: 3

02.04.1990 Repair ‘HANDRAILS END’.
02.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2622 H’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘BRAKE PULL ROD’.
05.12.1990 Repair ‘COUPLER COMPLETE’.
05.12.1990 Repair ‘DOOR LOCK MECHANISM’.
05.12.1990 Repair ‘NYLON HOSE’.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘TRAIN PIPE (END)’.
05.12.1990 Repair ‘YOKE COMPLETE’.
05.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2622 H’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘SIDE BEARER’.
06.12.1990 Repair ‘SIDE STEP’.
06.12.1990 Repair ‘STEP’.
06.12.1990 Repair ‘TOP CENTRE PLATE’.

15696



2.697. Wagon classification starting with ‘ROO’

06.12.1990 Repair ‘TRAIN PIPE (END)’.
06.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2622 H’
15.12.1990 Repair ‘END HOSE’.
15.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2622 H’
21.12.1991 Repair ‘STEP’.
21.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2622 H’
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2622 H’
29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.08.1992 Issued at location ‘Stirling North’ with a previous code of wagon

‘AOOX 2622 H’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BEARINGS’.
29.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1993 Repair ‘BRAKE CONTROL PIPE’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
29.03.1993 Repair ‘GRADE CONTROL VALVE’.
29.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.03.1993 Repair ‘VEHICLE STENCILS’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2622 H’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Repair ‘GRADE CONTROL VALVE’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2622 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2622 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

05.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
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ROOX 2623

Details: wagon ‘ROOX 2623 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.03.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 02.03.1995
Due Triple Valve: 01.06.1997
Last Brake Cylinder: 03.08.1993
Last Single Car Test: 03.08.1993
Last Lift: 26.10.1982
Cont Max Slots: 3

28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2623 Q’
17.04.1990 Repair ‘DOOR COMPLETE’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2623 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.07.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Repair ‘VEHICLE STENCILS’.
30.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2623 Q’
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BRAKE PULL ROD’.
03.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1991 Repair ‘TRAIN PIPE’.
03.01.1991 Repair ‘VEHICLE COMPLETE’.
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03.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 2623 Q’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2623 Q’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2623 Q’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2623 Q’
17.01.1992 Repair ‘HANDRAILS END’.
17.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2623 Q’
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘END BRAKE COCK’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2623 Q’
06.07.1993 Repair ‘SIDE BEARER’.
06.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2623 Q’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRANCH PIPE’.
29.07.1993 Repair ‘DOOR HINGES AND PINS’.
29.07.1993 Repair ‘END BRAKE COCK’.
29.07.1993 Repair ‘HANDRAILS END’.
29.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1993 Repair ‘TRAIN PIPE (END)’.
29.07.1993 Repair ‘VEHICLE COMPLETE’.
29.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2623 Q’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2623 Q’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2623 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
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07.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 2623 Q’

18.07.1994 Repair ‘VEHICLE RECLASSIFY’.
18.07.1994 Issued at location ‘Broken Hill’ with a previous code of wagon

‘AOOX 2623 Q’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2624

Details: wagon ‘ROOX 2624 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $16230
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.04.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 12.02.1995
Last Brake Cylinder: 25.02.1991
Last Single Car Test: 06.06.1989
Last Lift: 20.10.1982
Cont Max Slots: 3

10.08.1989 Repair ‘DOOR LOCK MECHANISM’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2624 C’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Repair ‘WEAR PLATES & SADDLES’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2624 C’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘BOGIE COMPLETE’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘TRAIN PIPE (END)’.
04.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2624 C’
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2624 C’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘HANDRAILS END’.
25.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1991 Repair ‘STANCHION’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2624 C’
14.03.1991 Repair ‘VEHICLE COMPLETE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2624 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2624 C’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘DOOR OPENING MECHANISM’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2624 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2624 C’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.02.1995 Repair ‘VEHICLE COMPLETE’.
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12.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2625

19.10.1995 Reclassified from wagon ‘ROOX 2625 F’ to ’ wagon ‘ROKX 2625 Q’.

ROOX 2626

20.10.1994 Reclassified from wagon ‘ROOX 2626 Y’ to ’ wagon ‘RKTX 2626 V’.

ROOX 2627

15.07.1989 Repair ‘END HOSE’.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2627 G’
18.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Repair ‘STEP’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2627 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘TOP CENTRE PLATE’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2627 G’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2627 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2627 G’
26.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2627 G’
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09.03.1992 Repair ‘COUPLER KNUCKLE’.
09.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2627 G’
21.08.1992 Repair ‘TRAIN PIPE (END)’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2627 G’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
11.12.1993 Repair ‘END BRAKE COCK’.
11.12.1993 Repair ‘END HOSE’.
11.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1993 Repair ‘TRAIN PIPE (END)’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2627 G’
17.03.1994 Repair ‘BRAKE BLOCK RB95’.
17.03.1994 Repair ‘DOOR LOCK MECHANISM’.
17.03.1994 Repair ‘END BRAKE COCK’.
17.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1994 Repair ‘STANCHION’.
17.03.1994 Repair ‘STEP’.
17.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2627 G’
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2627 G’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2627 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2627 G’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

12.09.1995 Reclassified from wagon ‘ROOX 2627 A’ to ’ wagon ‘ROKX 2627 L’.

ROOX 2630

Details: wagon ‘ROOX 2630 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $10970
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 17.04.1974
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 09.07.1996
Last Brake Cylinder: 20.01.1988
Last Single Car Test: 10.11.1989
Last Lift: 07.12.1981
Cont Max Slots: 3

28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2630 U’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘DOOR LOCK MECHANISM’.
09.11.1989 Repair ‘TRAIN PIPE’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2630 U’
26.05.1990 Repair ‘STEP’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2630 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.08.1991 Repair ‘STANCHION’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2630 U’
07.10.1991 Repair ‘STEP’.
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07.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOOX 2630 U’

10.11.1991 Repair ‘END HOSE’.
10.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2630 U’
03.12.1991 Repair ‘STEP’.
03.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2630 U’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘DOOR LOCK MECHANISM’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2630 U’
06.12.1993 Repair ‘HANDRAILS’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2630 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2630 U’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

26.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2632

20.10.1994 Reclassified from wagon ‘ROOX 2632 J’ to ’ wagon ‘RKTX 2632 Q’.

ROOX 2633

20.10.1994 Reclassified from wagon ‘ROOX 2633 S’ to ’ wagon ‘RKTX 2633 C’.

ROOX 2634

14.01.1995 Reclassified from wagon ‘ROOX 2634 E’ to ’ wagon ‘ROKX 2634 P’.

ROOX 2637

28.09.1995 Reclassified from wagon ‘ROOX 2637 X’ to ’ wagon ‘ROKX 2637 T’.

ROOX 2638

17.02.1995 Reclassified from wagon ‘ROOX 2638 R’ to ’ wagon ‘RKTX 2638 B’.
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ROOX 2639

12.09.1995 Reclassified from wagon ‘ROOX 2639 D’ to ’ wagon ‘ROKX 2639 Y’.

ROOX 2641

12.09.1995 Reclassified from wagon ‘ROOX 2641 X’ to ’ wagon ‘ROKX 2641 T’.

ROOX 2642

18.10.1994 Reclassified from wagon ‘ROOX 2642 R’ to ’ wagon ‘RKTX 2642 B’.

ROOX 2643

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1989 Repair ‘DOOR HINGES AND PINS’.
23.11.1989 Repair ‘DOOR OPENING MECHANISM’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘HANDRAILS END’.
23.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1989 Repair ‘SIDE MEMBER’.
23.11.1989 Repair ‘STEP’.
23.11.1989 Repair ‘TRAIN PIPE’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2643 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2643 J’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2643 J’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2643 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
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25.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2643 J’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘END BRAKE COCK’.
07.11.1991 Repair ‘GRADE CONTROL VALVE’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2643 J’
26.02.1993 Repair ‘STEP’.
26.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2643 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 2643 J’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

12.09.1995 Reclassified from wagon ‘ROOX 2643 D’ to ’ wagon ‘ROKX 2643 Y’.

ROOX 2646

02.11.1994 Reclassified from wagon ‘ROOX 2646 H’ to ’ wagon ‘RKTX 2646 Y’.

ROOX 2838

20.10.1994 Reclassified from wagon ‘ROOX 2838 X’ to ’ wagon ‘RKTX 2838 P’.

ROOX 2839

Details: wagon ‘ROOX 2839 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.02.1975
Operating System: AN
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Intended Use: GENERAL
Remarks: EX GOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 19.04.1996
Last Brake Cylinder: 24.07.1991
Last Single Car Test: 20.02.1992
Last Lift: 16.09.1981
Cont Max Slots: 3

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER COMPLETE’.
15.02.1990 Repair ‘DOOR COMPLETE’.
15.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
15.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2839 A’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BRAKE BLOCK RB95’.
31.05.1990 Repair ‘BRAKE PULL ROD’.
31.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2839 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BODY COMPLETE’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2839 A’
08.08.1991 Repair ‘VEHICLE COMPLETE’.
08.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.08.1991 Repair ‘VEHICLE STENCILS’.
08.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2839 A’
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2839 A’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BEARINGS’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
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17.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2839 A’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘DOOR LOCK MECHANISM’.
13.04.1992 Repair ‘EMPTY LOAD VALVE’.
13.04.1992 Repair ‘GRADE CONTROL VALVE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2839 A’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘DOOR LOCK MECHANISM’.
09.03.1993 Repair ‘HANDBRAKE HANDLE’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2839 A’
20.03.1993 Repair ‘STEP’.
20.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2839 A’
12.08.1993 Repair ‘HANDRAILS END’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2839 A’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2839 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2839 A’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2840

20.10.1994 Reclassified from wagon ‘ROOX 2840 N’ to ’ wagon ‘RKTX 2840 U’.

ROOX 2841

16.07.1989 Repair ‘BRAKE BLOCK RB95’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2841 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2841 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘COUPLER COMPLETE’.
23.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2841 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 2841 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

28.11.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2841 W’ to ’ wagon ‘ROKX 2841 K’.

ROOX 2842

Details: wagon ‘ROOX 2842 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.02.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC WI UZ CN CM CO CU
Return to Service Date: 29.05.1995
Last Triple Valve: 14.03.1994
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 14.03.1994
Last Lift: 10.07.1984
Cont Max Slots: 3

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘DOOR FRAME’.
03.11.1989 Repair ‘DOOR LOCK MECHANISM’.
03.11.1989 Repair ‘END HOSE’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2842 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘GRADE CONTROL VALVE’.
25.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2842 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.03.1992 Repair ‘DOOR LOCK MECHANISM’.
11.03.1992 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 2842 Y’
13.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1994 Repair ‘BRAKE CONTROL PIPE’.
13.03.1994 Repair ‘BRANCH PIPE’.
13.03.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.03.1994 Repair ‘RELAY VALVE’.
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2842 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2842 Y’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
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NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2843

27.11.1995 Reclassified from wagon ‘ROOX 2843 R’ to ’ wagon ‘ROKX 2843 F’.

ROOX 2844

08.11.1994 Reclassified from wagon ‘ROOX 2844 D’ to ’ wagon ‘RKTX 2844 K’.

ROOX 2845

Details: wagon ‘ROOX 2845 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.03.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 05.07.1996
Last Triple Valve: 09.08.1990
Last Brake Cylinder: 09.08.1990
Last Single Car Test: 31.08.1993
Last Lift: 28.07.1982
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
06.03.1991 Repair ‘HANDRAILS END’.
06.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2845 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1991 Repair ‘BRAKE LEVER’.
15.05.1991 Repair ‘BRAKE PULL ROD’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2845 S’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘END BRAKE COCK’.
11.06.1991 Repair ‘END BRAKE COCK’.
11.06.1991 Repair ‘END HOSE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘CENTRE SILL’.
29.08.1991 Repair ‘SIDE BEARER’.
29.08.1991 Repair ‘TOP CENTRE PLATE’.
29.08.1991 Repair ‘VEHICLE COMPLETE’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.04.1992 Repair ‘COUPLER KNUCKLE’.
13.04.1992 Repair ‘DOOR LOCK MECHANISM’.
13.04.1992 Repair ‘EMPTY LOAD VALVE’.
13.04.1992 Repair ‘GRADE CONTROL VALVE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
29.04.1992 Repair ‘HANDRAILS END’.
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29.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2845 S’
25.01.1993 Repair ‘STEP’.
25.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2845 S’
20.03.1993 Repair ‘STEP’.
20.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2845 S’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB95’.
30.08.1993 Repair ‘BRAKE CONTROL PIPE’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2845 S’
07.10.1993 Repair ‘STEP’.
07.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2845 S’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘TRAIN PIPE (END)’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
23.01.1994 Repair ‘BRAKE LEVER’.
23.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2845 S’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2845 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2845 S’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

05.11.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2847

18.10.1994 Reclassified from wagon ‘ROOX 2847 H’ to ’ wagon ‘RKTX 2847 Y’.

ROOX 2849

22.09.1995 Reclassified from wagon ‘ROOX 2849 C’ to ’ wagon ‘ROKX 2849 N’.
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ROOX 2850

15.11.1994 Reclassified from wagon ‘ROOX 2850 V’ to ’ wagon ‘RKTX 2850 F’.

ROOX 2851

23.02.1995 Reclassified from wagon ‘ROOX 2851 H’ to ’ wagon ‘RKTX 2851 Y’.

ROOX 2852

12.09.1995 Reclassified from wagon ‘ROOX 2852 Q’ to ’ wagon ‘ROKX 2852 E’.

ROOX 2853

Details: wagon ‘ROOX 2853 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 12.04.1995
Last Brake Cylinder: 09.09.1991
Last Single Car Test: 27.07.1993
Last Lift: 21.10.1986
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

26.07.1990 Repair ‘BRAKE LEVER’.
26.07.1990 Repair ‘BRAKE PULL ROD’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2853 X’
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11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BRAKE PULL ROD’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘END BRAKE COCK’.
11.10.1990 Repair ‘END HOSE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2853 X’
01.12.1990 Repair ‘HANDRAILS’.
01.12.1990 Repair ‘STEP’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2853 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE BEARINGS’.
06.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘VEHICLE STENCILS’.
06.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2853 X’
08.03.1992 Repair ‘HANDRAILS END’.
08.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2853 X’
11.06.1992 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘STEP’.
11.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2853 X’
09.10.1992 Repair ‘BRAKE BLOCK RB95’.
09.10.1992 Repair ‘END BRAKE COCK’.
09.10.1992 Repair ‘VEHICLE COMPLETE’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2853 X’
04.12.1992 Repair ‘SIDE STEP’.
04.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2853 X’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘DOOR FRAME’.
23.07.1993 Repair ‘DOOR HINGES AND PINS’.
23.07.1993 Repair ‘DOOR LOCK MECHANISM’.
23.07.1993 Repair ‘HANDRAILS END’.
23.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1993 Repair ‘STEP’.
23.07.1993 Repair ‘TRAIN PIPE (END)’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2853 X’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
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11.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2853 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2853 X’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2854

12.09.1995 Reclassified from wagon ‘ROOX 2854 L’ to ’ wagon ‘ROKX 2854 W’.

ROOX 2855

Details: wagon ‘ROOX 2855 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 09.09.1994
Due Triple Valve: 01.12.1996
Last Triple Valve: 08.05.1993
Last Brake Cylinder: 08.05.1993
Last Single Car Test: 22.06.1992
Last Lift: 26.03.1981
Cont Max Slots: 3

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1989 Repair ‘TRAIN PIPE’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2855 D’
29.01.1990 Repair ‘END HOSE’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2855 D’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

02.11.1990 Repair ‘STEP’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2855 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

16.07.1991 Repair ‘HANDRAILS END’.
16.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2855 D’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRAKE PULL ROD’.
17.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.09.1991 Repair ‘END BRAKE COCK’.
17.09.1991 Repair ‘TRAIN PIPE’.
17.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2855 D’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 2855 D’
01.06.1992 Repair ‘VEHICLE COMPLETE’.
01.06.1992 Repair ‘VEHICLE STENCILS’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2855 D’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRAKE BLOCK RB95’.
10.06.1992 Repair ‘BRAKE LEVER’.
10.06.1992 Repair ‘END HOSE’.
10.06.1992 Repair ‘HANDRAILS END’.
10.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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10.06.1992 Repair ‘TRAIN PIPE (END)’.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2855 D’
20.08.1992 Repair ‘DOOR OPENING MECHANISM’.
20.08.1992 Repair ‘STEP’.
20.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2855 D’
06.03.1993 Repair ‘DOOR OPENING MECHANISM’.
06.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2855 D’
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘BRAKE LEVER’.
08.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.05.1993 Repair ‘END BRAKE COCK’.
08.05.1993 Repair ‘END HOSE’.
08.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1993 Repair ‘RELAY VALVE’.
08.05.1993 Repair ‘TRAIN PIPE (END)’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2855 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2855 D’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2857

12.09.1995 Reclassified from wagon ‘ROOX 2857 P’ to ’ wagon ‘ROKX 2857 D’.

ROOX 2859

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘TRAIN PIPE (END)’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2859 Q’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘COUPLER KNUCKLE’.
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01.06.1990 Repair ‘END BRAKE COCK’.
01.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2859 Q’
18.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2859 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.02.1992 Repair ‘DOOR LOCK MECHANISM’.
27.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 2859 Q’
27.05.1992 Repair ‘SIDE STEP’.
27.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2859 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2859 Q’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

31.10.1995 Reclassified from wagon ‘ROOX 2859 K’ to ’ wagon ‘ROKX 2859 V’.

ROOX 2865

Details: wagon ‘ROOX 2865 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.04.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 11.03.1995
Last Brake Cylinder: 27.07.1991
Last Single Car Test: 03.05.1989
Last Lift: 22.04.1983
Cont Max Slots: 3

04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRANCH PIPE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘END HOSE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘TRAIN PIPE (END)’.
04.11.1989 Repair ‘TRAIN PIPE’.
04.11.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
31.01.1990 Repair ‘DOOR HINGES AND PINS’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2865 L’
18.04.1990 Repair ‘DOOR COMPLETE’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2865 L’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘EMPTY LOAD VALVE’.
28.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Repair ‘STEP’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
14.11.1990 Repair ‘END HOSE’.
14.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2865 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.07.1991 Repair ‘BRAKE PULL ROD’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘DOOR LOCK MECHANISM’.
27.07.1991 Repair ‘EMPTY LOAD VALVE’.
27.07.1991 Repair ‘GRADE CONTROL VALVE’.
27.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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27.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
26.06.1992 Repair ‘STEP’.
26.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2865 L’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
15.09.1992 Repair ‘VEHICLE COMPLETE’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
04.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2865 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2865 L’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2868

20.10.1994 Reclassified from wagon ‘ROOX 2868 J’ to ’ wagon ‘RKTX 2868 Q’.

ROOX 2869

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

12.08.1994 Repair ‘VEHICLE RECLASSIFY’.
12.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AOOX 2869 B’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

20.10.1995 Reclassified from wagon ‘ROOX 2869 S’ to ’ wagon ‘ROKX 2869 G’.
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ROOX 2873

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE PULL ROD’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
12.09.1989 Repair ‘END BRAKE COCK’.
12.09.1989 Repair ‘TRAIN PIPE (END)’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘DOOR COMPLETE’.
09.01.1990 Repair ‘DOOR LOCK MECHANISM’.
09.01.1990 Repair ‘DOOR OPENING MECHANISM’.
09.01.1990 Repair ‘HANDRAILS END’.
09.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1990 Repair ‘STEP’.
09.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

29.05.1990 Repair ‘DOOR OPENING MECHANISM’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.08.1991 Repair ‘DOOR OPENING MECHANISM’.
15.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2873 B’
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2873 B’
05.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
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28.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2873 B’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘DOOR LOCK MECHANISM’.
05.12.1991 Repair ‘VEHICLE STENCILS’.
05.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2873 B’
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘BRAKE PULL ROD’.
19.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1992 Repair ‘TRAIN PIPE (END)’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2873 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2873 B’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2873 B’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

20.10.1995 Reclassified from wagon ‘ROOX 2873 S’ to ’ wagon ‘ROKX 2873 G’.

ROOX 2877

Details: wagon ‘ROOX 2877 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 08.05.1975
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 23.04.1995
Last Brake Cylinder: 13.12.1993
Last Single Car Test: 13.12.1993
Last Lift: 03.09.1979
Cont Max Slots: 3

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘TRAIN PIPE’.
28.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2877 Y’
18.12.1989 Repair ‘STEP’.
18.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘END BRAKE COCK’.
01.03.1990 Repair ‘END HOSE’.
01.03.1990 Repair ‘HANDRAILS END’.
01.03.1990 Repair ‘TRAIN PIPE (END)’.
01.03.1990 Repair ‘TRAIN PIPE’.
01.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2877 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

08.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
15.12.1990 Repair ‘END HOSE’.
15.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
16.02.1991 Repair ‘DOOR HINGES AND PINS’.
16.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
15.03.1991 Repair ‘END HOSE’.
15.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
10.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.01.1992 Repair ‘END BRAKE COCK’.
15.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2877 Y’
28.02.1992 Repair ‘DOOR LOCK MECHANISM’.
28.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 2877 Y’
07.12.1992 Repair ‘HANDRAILS END’.
07.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
18.05.1993 Repair ‘END BRAKE COCK’.
18.05.1993 Repair ‘STEP’.
18.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2877 Y’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘HOSE FITTINGS’.
24.09.1993 Repair ‘TRAIN PIPE’.
24.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2877 Y’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BOGIE COMPLETE’.
11.12.1993 Repair ‘BRAKE BLOCK RB95’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘COUPLER COMPLETE’.
11.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1993 Repair ‘COUPLER KNUCKLE’.
11.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
11.12.1993 Repair ‘DOOR LOCK MECHANISM’.
11.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1993 Repair ‘VEHICLE COMPLETE’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2877 Y’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2877 Y’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2878

22.09.1995 Reclassified from wagon ‘ROOX 2878 R’ to ’ wagon ‘ROKX 2878 F’.
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ROOX 2879

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Repair ‘BRAKE PULL ROD’.
19.12.1990 Repair ‘DOOR HINGES AND PINS’.
19.12.1990 Repair ‘DOOR OPENING MECHANISM’.
19.12.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1990 Repair ‘TRAIN PIPE (END)’.
19.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTX 2879 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE PULL ROD’.
09.07.1991 Repair ‘TRAIN PIPE (END)’.
09.07.1991 Repair ‘TRAIN PIPE’.
09.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RKTX 2879 K’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BEARINGS’.
12.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1991 Repair ‘END BRAKE COCK’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Repair ‘TRAIN PIPE’.
12.12.1991 Repair ‘VEHICLE STENCILS’.
12.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RKTX 2879 K’
11.05.1993 Repair ‘HANDRAILS END’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTX 2879 K’
04.12.1993 Repair ‘HANDRAILS END’.
04.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RKTX 2879 K’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘GRADE CONTROL VALVE’.
17.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Repair ‘VEHICLE STENCILS’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RKTX 2879 K’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RKTX 2879 K’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.10.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2879 D’ to ’ wagon ‘ROKX 2879 Y’.

ROOX 2881

09.11.1995 Reclassified from wagon ‘ROOX 2881 X’ to ’ wagon ‘ROKX 2881 T’.

ROOX 2882

23.11.1995 Reclassified from wagon ‘ROOX 2882 R’ to ’ wagon ‘ROKX 2882 F’.

ROOX 2883

04.11.1995 Reclassified from wagon ‘ROOX 2883 D’ to ’ wagon ‘ROKX 2883 Y’.

ROOX 2885

Details: wagon ‘ROOX 2885 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 02.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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2.697. Wagon classification starting with ‘ROO’

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 18.06.1995
Last Single Car Test: 07.08.1992
Last Lift: 31.10.1978
Cont Max Slots: 3

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘END BRAKE COCK’.
31.07.1989 Repair ‘END HOSE’.
31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2885 E’
10.08.1989 Repair ‘DOOR LOCK MECHANISM’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2885 E’
13.01.1990 Repair ‘STEP’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2885 E’
17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1990 Repair ‘COUPLER KNUCKLE’.
17.02.1990 Repair ‘EMPTY LOAD VALVE’.
17.02.1990 Repair ‘GRADE CONTROL VALVE’.
17.02.1990 Repair ‘STANCHION’.
17.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1990 Repair ‘YOKE CARRIER’.
17.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2885 E’
08.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2885 E’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2885 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘DOOR HINGES AND PINS’.
07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
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07.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2885 E’
03.08.1991 Repair ‘DOOR OPENING MECHANISM’.
03.08.1991 Repair ‘STEP’.
03.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2885 E’
06.11.1991 Repair ‘BRAKE BLOCK RB95’.
06.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2885 E’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BRAKE LEVER’.
07.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1992 Repair ‘TRAIN PIPE (END)’.
07.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2885 E’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BRAKE LEVER’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2885 E’
02.10.1993 Repair ‘HANDRAILS END’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2885 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 2885 E’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

18.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2886

22.09.1995 Reclassified from wagon ‘ROOX 2886 H’ to ’ wagon ‘ROKX 2886 S’.

ROOX 2887

20.10.1994 Reclassified from wagon ‘ROOX 2887 Q’ to ’ wagon ‘RKTX 2887 A’.
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ROOX 2889

08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2889 R’
09.11.1989 Repair ‘DOOR FRAME’.
09.11.1989 Repair ‘DOOR LOCK MECHANISM’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2889 R’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.02.1990 Repair ‘DOOR HINGES AND PINS’.
23.02.1990 Repair ‘DOOR LOCK MECHANISM’.
23.02.1990 Repair ‘TRAIN PIPE (END)’.
23.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2889 R’
10.04.1990 Repair ‘DOOR COMPLETE’.
10.04.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2889 R’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.06.1990 Repair ‘HANDRAILS END’.
30.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2889 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.08.1991 Repair ‘END HOSE’.
07.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2889 R’
14.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1993 Repair ‘COUPLER KNUCKLE’.
14.06.1993 Repair ‘DOOR OPENING MECHANISM’.
14.06.1993 Repair ‘EMPTY LOAD VALVE’.
14.06.1993 Repair ‘END BRAKE COCK’.
14.06.1993 Repair ‘END HOSE’.
14.06.1993 Repair ‘GRADE CONTROL VALVE’.
14.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2889 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 2889 R’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

08.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
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PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2889 L’ to ’ wagon ‘ROKX 2889 W’.

ROOX 2890

15.02.1995 Reclassified from wagon ‘ROOX 2890 H’ to ’ wagon ‘RKTX 2890 Y’.

ROOX 2893

12.09.1995 Reclassified from wagon ‘ROOX 2893 L’ to ’ wagon ‘ROKX 2893 W’.

ROOX 2894

15.11.1994 Reclassified from wagon ‘ROOX 2894 U’ to ’ wagon ‘RKTX 2894 E’.

ROOX 2895

12.09.1995 Reclassified from wagon ‘ROOX 2895 G’ to ’ wagon ‘ROKX 2895 R’.

ROOX 2896

20.10.1994 Reclassified from wagon ‘ROOX 2896 P’ to ’ wagon ‘RKTX 2896 W’.

ROOX 2897

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE WEAR PLATES’.
03.11.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
03.11.1989 Repair ‘STANCHION’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2897 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2897 H’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘HANDRAILS END’.
01.11.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2897 H’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1991 Repair ‘CARD OR CLIP HOLDER’.
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15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1991 Repair ‘VEHICLE STENCILS’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2897 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘END BRAKE COCK’.
31.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1992 Repair ‘VEHICLE STENCILS’.
31.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2897 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2897 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

22.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2897 B’ to ’ wagon ‘ROKX 2897 M’.

ROOX 2898

Details: wagon ‘ROOX 2898 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 11.07.1996
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 17.06.1991
Last Single Car Test: 21.07.1988
Last Lift: 19.07.1982
Cont Max Slots: 3

08.01.1990 Repair ‘STANCHION’.
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2898 Q’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.02.1991 Repair ‘HANDRAILS END’.
18.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2898 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BRAKE LEVER’.
17.06.1991 Repair ‘BRAKE PULL ROD’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.06.1991 Repair ‘TOP CENTRE PLATE’.
17.06.1991 Repair ‘VEHICLE COMPLETE’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2898 Q’
21.10.1991 Repair ‘DOOR HINGES AND PINS’.
21.10.1991 Repair ‘DOOR LOCK MECHANISM’.
21.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2898 Q’
16.12.1991 Repair ‘DOOR LOCK MECHANISM’.
16.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2898 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2898 Q’
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14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING
DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

29.07.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2899

16.02.1995 Reclassified from wagon ‘ROOX 2899 T’ to ’ wagon ‘RKTX 2899 D’.

ROOX 2900

20.10.1994 Reclassified from wagon ‘ROOX 2900 L’ to ’ wagon ‘RKTX 2900 S’.

ROOX 2902

20.10.1994 Reclassified from wagon ‘ROOX 2902 G’ to ’ wagon ‘RKTX 2902 N’.

ROOX 2903

Details: wagon ‘ROOX 2903 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 10.06.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 16.06.1996
Last Triple Valve: 03.02.1993
Last Brake Cylinder: 04.01.1991
Last Single Car Test: 26.07.1993
Cont Max Slots: 3
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23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
16.01.1990 Repair ‘HANDRAILS END’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2903 V’
11.03.1990 Repair ‘HANDRAILS END’.
11.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2903 V’
09.04.1990 Repair ‘DOOR COMPLETE’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2903 V’
04.05.1990 Repair ‘HANDRAILS END’.
04.05.1990 Repair ‘STEP’.
04.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2903 V’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘DOOR COMPLETE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1991 Repair ‘SIDE SHEET’.
04.01.1991 Repair ‘STANCHION’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘END BRAKE COCK’.
14.02.1991 Repair ‘END HOSE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘TRAIN PIPE (END)’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘DOOR LOCK MECHANISM’.
28.05.1991 Repair ‘STANCHION’.
28.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2903 V’
31.05.1991 Repair ‘VEHICLE COMPLETE’.
31.05.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.05.1991 Repair ‘VEHICLE STENCILS’.
31.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘AOOX 2903 V’
31.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2903 V’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘DOOR LOCK MECHANISM’.
03.02.1993 Repair ‘EMPTY LOAD VALVE’.
03.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Repair ‘STANCHION’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘DOOR LOCK MECHANISM’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘TRAIN PIPE (END)’.
24.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2903 V’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2903 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2903 V’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.12.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2904

09.02.1995 Reclassified from wagon ‘ROOX 2904 B’ to ’ wagon ‘RKTX 2904 X’.
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ROOX 2906

15.11.1994 Reclassified from wagon ‘ROOX 2906 T’ to ’ wagon ‘RKTX 2906 D’.

ROOX 2907

20.09.1995 Reclassified from wagon ‘ROOX 2907 F’ to ’ wagon ‘ROKX 2907 Q’.

ROOX 2908

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘TRAIN PIPE (END)’.
15.01.1990 Repair ‘TRAIN PIPE’.
15.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2908 U’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.02.1991 Repair ‘HANDRAILS END’.
22.02.1991 Repair ‘WEAR PLATES & SADDLES’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2908 U’
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2908 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.08.1991 Repair ‘TRAIN PIPE (END)’.
03.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2908 U’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘EMPTY LOAD VALVE’.
13.12.1991 Repair ‘GRADE CONTROL VALVE’.
13.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2908 U’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘DOOR LOCK MECHANISM’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
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14.09.1993 Repair ‘END BRAKE COCK’.
14.09.1993 Repair ‘END HOSE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1993 Repair ‘TRAIN PIPE (END)’.
14.09.1993 Repair ‘YOKE CARRIER’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2908 U’
04.11.1993 Repair ‘HANDRAILS’.
04.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2908 U’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2908 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2908 U’
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘AOOX 2908 U’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

26.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
12.09.1995 Reclassified from wagon ‘ROOX 2908 Y’ to ’ wagon ‘ROKX 2908 C’.

ROOX 2912

14.11.1995 Reclassified from wagon ‘ROOX 2912 Y’ to ’ wagon ‘ROKX 2912 C’.

ROOX 2913

07.10.1995 Reclassified from wagon ‘ROOX 2913 A’ to ’ wagon ‘ROKX 2913 L’.

ROOX 2914

12.09.1995 Reclassified from wagon ‘ROOX 2914 J’ to ’ wagon ‘ROKX 2914 U’.

ROOX 2915

18.10.1994 Reclassified from wagon ‘ROOX 2915 S’ to ’ wagon ‘RKTX 2915 C’.

ROOX 2917

22.09.1995 Reclassified from wagon ‘ROOX 2917 N’ to ’ wagon ‘ROKX 2917 B’.
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ROOX 2918

11.02.1995 Reclassified from wagon ‘ROOX 2918 W’ to ’ wagon ‘RKTX 2918 G’.

ROOX 2920

12.09.1995 Reclassified from wagon ‘ROOX 2920 E’ to ’ wagon ‘ROKX 2920 P’.

ROOX 2924

12.09.1995 Reclassified from wagon ‘ROOX 2924 R’ to ’ wagon ‘ROKX 2924 F’.

ROOX 2926

Details: wagon ‘ROOX 2926 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 07.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 15.04.1996
Due Triple Valve: 01.04.1987
Last Triple Valve: 06.03.1990
Last Brake Cylinder: 06.03.1990
Last Single Car Test: 22.03.1994
Last Lift: 15.06.1978
Cont Max Slots: 3

08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2926 S’
01.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1990 Repair ‘DRAFT GEAR POCKET’.
01.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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01.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘WEAR PLATES & SADDLES’.
01.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 2926 S’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE PULL ROD’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘DOOR COMPLETE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2926 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.11.1991 Repair ‘DOOR LOCK MECHANISM’.
11.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2926 S’
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2926 S’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.03.1993 Repair ‘DOOR LOCK MECHANISM’.
23.03.1993 Repair ‘EMPTY LOAD VALVE’.
23.03.1993 Repair ‘END BRAKE COCK’.
23.03.1993 Repair ‘END HOSE’.
23.03.1993 Repair ‘GRADE CONTROL VALVE’.
23.03.1993 Repair ‘TRAIN PIPE (END)’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2926 S’
30.09.1993 Repair ‘STEP’.
30.09.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2926 S’
29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2926 S’
10.01.1994 Repair ‘STEP’.
10.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2926 S’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOOX 2926 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
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13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2926 S’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

15.04.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2928

01.11.1995 Reclassified from wagon ‘ROOX 2928 H’ to ’ wagon ‘ROKX 2928 S’.

ROOX 2931

12.09.1995 Reclassified from wagon ‘ROOX 2931 V’ to ’ wagon ‘ROKX 2931 J’.

ROOX 2932

20.10.1994 Reclassified from wagon ‘ROOX 2932 H’ to ’ wagon ‘RKTX 2932 Y’.

ROOX 2934

Details: wagon ‘ROOX 2934 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 18.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 03.02.1996
Last Brake Cylinder: 17.05.1991
Last Single Car Test: 10.04.1989
Last Lift: 21.01.1982
Cont Max Slots: 3

27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2934 X’
18.12.1989 Repair ‘STANCHION’.
18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2934 X’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2934 X’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BRAKE BLOCK RB95’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘DOOR LOCK MECHANISM’.
17.05.1991 Repair ‘EMPTY LOAD VALVE’.
17.05.1991 Repair ‘END BRAKE COCK’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2934 X’
27.10.1992 Repair ‘DOOR COMPLETE’.
27.10.1992 Repair ‘STANCHION’.
27.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2934 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2934 X’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.
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08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

03.02.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2935

28.09.1995 Reclassified from wagon ‘ROOX 2935 L’ to ’ wagon ‘ROKX 2935 W’.

ROOX 2936

Details: wagon ‘ROOX 2936 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 15.08.1996
Last Brake Cylinder: 11.12.1991
Last Lift: 30.09.1981
Cont Max Slots: 3

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1989 Repair ‘VEHICLE COMPLETE’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2936 D’
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2936 D’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
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22.05.1990 Repair ‘DOOR HINGES AND PINS’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Repair ‘YOKE CARRIER’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2936 D’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1990 Repair ‘HANDRAILS’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2936 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2936 D’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1991 Repair ‘BRAKE LEVER’.
11.12.1991 Repair ‘BRAKE PULL ROD’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2936 D’
06.05.1993 Repair ‘YOKE CARRIER’.
06.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2936 D’
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
22.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2936 D’
27.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2936 D’
15.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.01.1994 Repair ‘DOOR COMPLETE’.
15.01.1994 Repair ‘EMPTY LOAD VALVE’.
15.01.1994 Repair ‘GRADE CONTROL VALVE’.
15.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1994 Repair ‘STANCHION’.
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15.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2936 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2936 D’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

13.09.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2937

Details: wagon ‘ROOX 2937 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $19490
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.07.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 24.03.1995
Due Triple Valve: 15.10.1989
Last Brake Cylinder: 17.12.1988
Last Single Car Test: 27.10.1988
Last Lift: 22.11.1985
Cont Max Slots: 3

20.07.1989 Repair ‘END BRAKE COCK’.
20.07.1989 Repair ‘TRAIN PIPE (END)’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2937 M’
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24.09.1989 Repair ‘HANDRAILS END’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2937 M’
26.03.1990 Repair ‘DOOR HINGES AND PINS’.
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2937 M’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
21.02.1992 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 2937 M’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2937 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2937 M’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

24.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2938

Details: wagon ‘ROOX 2938 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 01.12.1975
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Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 07.03.1995
Last Brake Cylinder: 14.05.1992
Last Single Car Test: 14.05.1992
Last Lift: 13.11.1989
Cont Max Slots: 3

16.11.1989 Repair ‘STEP’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2938 V’
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE STENCILS’.
14.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2938 V’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Repair ‘TRAIN PIPE (END)’.
05.01.1990 Repair ‘TRAIN PIPE’.
05.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2938 V’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

12.01.1991 Repair ‘HANDRAILS END’.
12.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2938 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘DOOR LOCK MECHANISM’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END BRAKE COCK’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1992 Repair ‘VEHICLE STENCILS’.
12.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2938 V’
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2938 V’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.07.1993 Repair ‘DOOR COMPLETE’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2938 V’
14.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.03.1994 Repair ‘BRAKE BLOCK RB95’.
14.03.1994 Repair ‘BRAKE PULL ROD’.
14.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2938 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2938 V’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2939

15.11.1994 Reclassified from wagon ‘ROOX 2939 B’ to ’ wagon ‘RKTX 2939 X’.

ROOX 2941

20.09.1995 Reclassified from wagon ‘ROOX 2941 G’ to ’ wagon ‘ROKX 2941 R’.

ROOX 2942

19.10.1994 Reclassified from wagon ‘ROOX 2942 P’ to ’ wagon ‘RKTX 2942 W’.

ROOX 2944

28.09.1995 Reclassified from wagon ‘ROOX 2944 K’ to ’ wagon ‘ROKX 2944 V’.

ROOX 2946

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘SIDE BEARER’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2946 L’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2946 L’
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2946 L’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER COMPLETE’.
21.04.1990 Repair ‘EMPTY LOAD VALVE’.
21.04.1990 Repair ‘GRADE CONTROL VALVE’.
21.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2946 L’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

09.01.1991 Repair ‘HANDRAILS END’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2946 L’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘GRADE CONTROL VALVE’.
07.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2946 L’
23.02.1991 Repair ‘STEP’.
23.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2946 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.08.1991 Repair ‘VEHICLE COMPLETE’.
08.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.08.1991 Repair ‘VEHICLE STENCILS’.
08.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2946 L’
08.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2946 L’
09.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1992 Repair ‘STEP’.
09.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2946 L’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘DOOR LOCK MECHANISM’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2946 L’
13.08.1992 Repair ‘DOOR COMPLETE’.
13.08.1992 Repair ‘DOOR LOCK MECHANISM’.
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13.08.1992 Repair ‘DOOR OPENING MECHANISM’.
13.08.1992 Repair ‘STANCHION’.
13.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2946 L’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘CARD OR CLIP HOLDER’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘DOOR LOCK MECHANISM’.
20.09.1993 Repair ‘DOOR LOCK MECHANISM’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘STEP’.
20.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2946 L’
29.12.1993 Repair ‘DOOR OPENING MECHANISM’.
29.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2946 L’
14.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2946 L’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2946 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2946 L’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2946 L’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

20.10.1995 Reclassified from wagon ‘ROOX 2946 F’ to ’ wagon ‘ROKX 2946 Q’.

ROOX 2947

22.09.1995 Reclassified from wagon ‘ROOX 2947 Y’ to ’ wagon ‘ROKX 2947 C’.

ROOX 2948

Details: wagon ‘ROOX 2948 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 16.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 25.03.1996
Last Brake Cylinder: 30.10.1990
Last Lift: 03.06.1982
Cont Max Slots: 3

11.01.1990 Repair ‘DOOR LOCK MECHANISM’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2948 G’
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Repair ‘BOGIE COMPLETE’.
03.04.1990 Repair ‘DOOR LOCK MECHANISM’.
03.04.1990 Repair ‘DRAFT GEAR POCKET’.
03.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2948 G’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘DOOR LOCK MECHANISM’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2948 G’
19.01.1991 Repair ‘VEHICLE COMPLETE’.
19.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2948 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2948 G’
10.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2948 G’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2948 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.

15752



2.697. Wagon classification starting with ‘ROO’

12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AOOX 2948 G’

14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

18.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2950

12.09.1995 Reclassified from wagon ‘ROOX 2950 F’ to ’ wagon ‘ROKX 2950 Q’.

ROOX 2952

12.09.1995 Reclassified from wagon ‘ROOX 2952 A’ to ’ wagon ‘ROKX 2952 L’.

ROOX 2953

20.10.1994 Reclassified from wagon ‘ROOX 2953 J’ to ’ wagon ‘RKTX 2953 Q’.

ROOX 2954

Details: wagon ‘ROOX 2954 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 30.12.1975
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes
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Fleet Grp Code: UO UZ CM CN AC CO CU
Return to Service Date: 02.12.1994
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 24.03.1994
Last Lift: 28.09.1987
Cont Max Slots: 3

28.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2954 B’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE COMPLETE’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘DOOR HINGES AND PINS’.
14.12.1989 Repair ‘EMPTY LOAD VALVE’.
14.12.1989 Repair ‘END BRAKE COCK’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2954 B’
13.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2954 B’
06.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2954 B’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘DISCHARGE DOOR’.
29.06.1990 Repair ‘DOOR LOCK MECHANISM’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TRAIN PIPE (END)’.
29.06.1990 Repair ‘TRAIN PIPE’.
29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2954 B’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2954 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2954 B’
01.03.1992 Repair ‘DOOR LOCK MECHANISM’.
01.03.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 2954 B’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2954 B’
23.10.1992 Repair ‘STEP’.
23.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2954 B’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘END HOSE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2954 B’
23.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1994 Repair ‘BRAKE BLOCK RB95’.
23.03.1994 Repair ‘BRAKE LEVER’.
23.03.1994 Repair ‘DOOR LOCK MECHANISM’.
23.03.1994 Repair ‘TRAIN PIPE (END)’.
23.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2954 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 2954 B’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 2956

31.10.1995 Reclassified from wagon ‘ROOX 2956 N’ to ’ wagon ‘ROKX 2956 B’.
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ROOX 2957

02.11.1994 Reclassified from wagon ‘ROOX 2957 W’ to ’ wagon ‘RKTX 2957 G’.

ROOX 2958

10.02.1995 Reclassified from wagon ‘ROOX 2958 X’ to ’ wagon ‘RKTX 2958 P’.

ROOX 2959

21.07.1989 Repair ‘END HOSE’.
21.07.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2959 A’
26.07.1989 Repair ‘HANDRAILS END’.
26.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2959 A’
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘DOOR COMPLETE’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2959 A’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1990 Repair ‘COUPLER KNUCKLE’.
08.12.1990 Repair ‘EMPTY LOAD VALVE’.
08.12.1990 Repair ‘GRADE CONTROL VALVE’.
08.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1990 Repair ‘STEP’.
08.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2959 A’
03.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2959 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2959 A’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2959 A’
27.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2959 A’
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2959 A’
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11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘COUPLER COMPLETE’.
11.01.1994 Repair ‘EMPTY LOAD VALVE’.
11.01.1994 Repair ‘GRADE CONTROL VALVE’.
11.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1994 Repair ‘WEAR PLATES & SADDLES’.
11.01.1994 Repair ‘WEAR PLATES & SADDLES’.
11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2959 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2959 A’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2959 A’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2959 A’
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2959 A’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2959 R’ to ’ wagon ‘ROKX 2959 F’.

ROOX 2960

02.11.1995 Reclassified from wagon ‘ROOX 2960 N’ to ’ wagon ‘ROKX 2960 B’.

ROOX 2961

03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2961 F’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1989 Repair ‘TRAIN PIPE (END)’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2961 F’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.09.1990 Repair ‘HANDRAILS END’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2961 F’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2961 F’
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12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘DOOR COMPLETE’.
12.02.1991 Repair ‘TRAIN PIPE’.
12.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2961 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.07.1991 Repair ‘STEP’.
20.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2961 F’
23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘DOOR LOCK MECHANISM’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Repair ‘STANCHION’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2961 F’
15.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1993 Repair ‘DOOR OPENING MECHANISM’.
15.05.1993 Repair ‘VEHICLE COMPLETE’.
15.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2961 F’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2961 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2961 F’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

07.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
23.09.1995 Reclassified from wagon ‘ROOX 2961 W’ to ’ wagon ‘ROKX 2961 K’.

ROOX 2962

15.02.1995 Reclassified from wagon ‘ROOX 2962 X’ to ’ wagon ‘RKTX 2962 P’.

ROOX 2963

Details: wagon ‘ROOX 2963 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 28.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 15.02.1996
Due Triple Valve: 28.11.1994
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 07.07.1993
Last Lift: 28.11.1984
Cont Max Slots: 3

07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘DOOR LOCK MECHANISM’.
07.03.1990 Repair ‘DOOR OPENING MECHANISM’.
07.03.1990 Repair ‘EMPTY LOAD VALVE’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘GRADE CONTROL VALVE’.
07.03.1990 Repair ‘SIDE STEP’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
07.03.1990 Repair ‘TRAIN PIPE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2963 A’
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘VEHICLE STENCILS’.
04.04.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2963 A’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘DOOR FRAME’.
25.05.1990 Repair ‘DOOR HINGES AND PINS’.
25.05.1990 Repair ‘DOOR OPENING MECHANISM’.
25.05.1990 Repair ‘END BRAKE COCK’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Repair ‘STANCHION’.
25.05.1990 Repair ‘TRAIN PIPE (END)’.
25.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 2963 A’

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

11.12.1990 Repair ‘END BRAKE COCK’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2963 A’
07.02.1991 Repair ‘END BRAKE COCK’.
07.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2963 A’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘DOOR LOCK MECHANISM’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2963 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK RB95’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘END BRAKE COCK’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2963 A’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘DOOR FRAME’.
06.07.1993 Repair ‘DOOR LOCK MECHANISM’.
06.07.1993 Repair ‘DOOR OPENING MECHANISM’.
06.07.1993 Repair ‘HANDRAILS END’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2963 A’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘DOOR LOCK MECHANISM’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2963 A’
26.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.01.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2963 A’
02.02.1994 Repair ‘DOOR LOCK MECHANISM’.
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2963 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2963 A’
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05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2963 A’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

16.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2964

07.02.1995 Reclassified from wagon ‘ROOX 2964 D’ to ’ wagon ‘RKTX 2964 K’.

ROOX 2965

28.11.1995 Reclassified from wagon ‘ROOX 2965 M’ to ’ wagon ‘ROKX 2965 A’.

ROOX 2966

08.01.1996 Reclassified from wagon ‘ROOX 2966 V’ to ’ wagon ‘RKTX 2966 F’.

ROOX 2967

Details: wagon ‘ROOX 2967 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ
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Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 04.07.1996
Due Triple Valve: 23.06.1988
Last Single Car Test: 22.08.1988
Last Lift: 27.06.1979
Cont Max Slots: 3

25.02.1990 Repair ‘HANDRAILS END’.
25.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2967 N’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2967 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘END BRAKE COCK’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2967 N’
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2967 N’
19.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2967 N’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘CARD OR CLIP HOLDER’.
19.08.1992 Repair ‘DOOR LOCK MECHANISM’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2967 N’
12.03.1993 Repair ‘CARD OR CLIP HOLDER’.
12.03.1993 Repair ‘TOP CENTRE PLATE’.
12.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2967 N’
18.03.1993 Repair ‘TOP CENTRE PLATE’.
18.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2967 N’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1993 Repair ‘DOOR COMPLETE’.
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12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AOOX 2967 N’

09.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2967 N’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2967 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2967 N’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

04.07.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2971

20.10.1994 Reclassified from wagon ‘ROOX 2971 H’ to ’ wagon ‘RKTX 2971 Y’.

ROOX 2972

11.09.1995 Reclassified from wagon ‘ROOX 2972 Q’ to ’ wagon ‘ROKX 2972 E’.

ROOX 2973

28.09.1995 Reclassified from wagon ‘ROOX 2973 C’ to ’ wagon ‘ROKX 2973 N’.

ROOX 2974

21.10.1994 Reclassified from wagon ‘ROOX 2974 L’ to ’ wagon ‘RKTX 2974 S’.

ROOX 2978

12.09.1995 Reclassified from wagon ‘ROOX 2978 B’ to ’ wagon ‘ROKX 2978 M’.

ROOX 2979

22.09.1995 Reclassified from wagon ‘ROOX 2979 K’ to ’ wagon ‘ROKX 2979 V’.
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ROOX 2981

Details: wagon ‘ROOX 2981 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 26.02.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC WK UZ CM CN CO CU
Return to Service Date: 08.05.1996
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 08.12.1993
Last Lift: 26.02.1980
Cont Max Slots: 3

28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.
WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘DOOR COMPLETE’.
30.08.1990 Repair ‘DOOR LOCK MECHANISM’.
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1990 Repair ‘TRAIN PIPE (END)’.
30.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2981 V’
17.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2981 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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06.09.1991 Repair ‘DOOR LOCK MECHANISM’.
06.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2981 V’
06.02.1992 Repair ‘GRAFFITI REMOVAL’.
06.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2981 V’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE COMPLETE’.
26.01.1993 Repair ‘BRAKE LEVER’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2981 V’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1993 Repair ‘BOGIE COMPLETE’.
03.12.1993 Repair ‘BRAKE LEVER’.
03.12.1993 Repair ‘COUPLER COMPLETE’.
03.12.1993 Repair ‘END BRAKE COCK’.
03.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Repair ‘TRAIN PIPE’.
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2981 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2981 V’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

21.01.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2982

02.11.1994 Reclassified from wagon ‘ROOX 2982 B’ to ’ wagon ‘RKTX 2982 X’.

ROOX 2984

08.11.1994 Reclassified from wagon ‘ROOX 2984 T’ to ’ wagon ‘RKTX 2984 D’.
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ROOX 2986

03.08.1989 Repair ‘STEP’.
03.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2986 U’
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2986 U’
11.09.1989 Repair ‘SIDE STEP’.
11.09.1989 Repair ‘STEP’.
11.09.1989 Repair ‘TRAIN PIPE (END)’.
11.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2986 U’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1989 Repair ‘SIDE STEP’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2986 U’
13.02.1990 Repair ‘HANDRAILS END’.
13.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2986 U’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

07.12.1990 Repair ‘END HOSE’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2986 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.08.1991 Repair ‘HANDRAILS END’.
17.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2986 U’
26.08.1991 Repair ‘SIDE SHEET’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOOX 2986 U’
14.07.1993 Repair ‘VEHICLE COMPLETE’.
14.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2986 U’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘END BRAKE COCK’.
02.08.1993 Repair ‘END HOSE’.
02.08.1993 Repair ‘TOP CENTRE PLATE’.
02.08.1993 Repair ‘TRAIN PIPE (END)’.
02.08.1993 Repair ‘TRAIN PIPE’.
02.08.1993 Repair ‘VEHICLE COMPLETE’.
02.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2986 U’
15.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2986 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2986 U’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

23.09.1995 Reclassified from wagon ‘ROOX 2986 Y’ to ’ wagon ‘ROKX 2986 C’.

ROOX 2987

22.09.1995 Reclassified from wagon ‘ROOX 2987 A’ to ’ wagon ‘ROKX 2987 L’.

ROOX 2988

Details: wagon ‘ROOX 2988 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 27.02.1976
Operating System: AN

15767



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ WK CM CN CO CU
Return to Service Date: 19.04.1996
Last Brake Cylinder: 24.07.1991
Last Single Car Test: 10.11.1989
Last Lift: 16.10.1981
Cont Max Slots: 3

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2988 P’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘DOOR LOCK MECHANISM’.
09.11.1989 Repair ‘DOOR OPENING MECHANISM’.
09.11.1989 Repair ‘STANCHION’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2988 P’
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2988 P’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

08.08.1990 Repair ‘STANCHION’.
08.08.1990 Repair ‘STEP’.
08.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2988 P’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘TRAIN PIPE (END)’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2988 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BODY COMPLETE’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2988 P’
11.02.1992 Repair ‘DOOR LOCK MECHANISM’.
11.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2988 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2988 P’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2991

01.03.1995 Reclassified from wagon ‘ROOX 2991 A’ to ’ wagon ‘RKTX 2991 H’.

ROOX 2992

Details: wagon ‘ROOX 2992 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 25.03.1976
Operating System: AN
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Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO CM CN CO CU
Return to Service Date: 17.06.1996
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 24.03.1992
Last Lift: 02.12.1980
Cont Max Slots: 3

03.07.1989 Repair ‘STANCHION’.
03.07.1989 Repair ‘STANCHION’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2992 P’
27.10.1989 Repair ‘DOOR OPENING MECHANISM’.
27.10.1989 Repair ‘DOOR OPENING MECHANISM’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2992 P’
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2992 P’
23.12.1989 Repair ‘DOOR LOCK MECHANISM’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2992 P’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘WHEEL SET’.
02.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2992 P’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘END BRAKE COCK’.
25.06.1991 Repair ‘END HOSE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘TRAIN PIPE (END)’.
25.06.1991 Repair ‘TRAIN PIPE’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2992 P’
20.09.1991 Repair ‘STANCHION’.
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2992 P’
06.11.1991 Repair ‘STEP’.
06.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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06.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AOOX 2992 P’

17.11.1991 Repair ‘STEP’.
17.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2992 P’
20.02.1992 Repair ‘DOOR LOCK MECHANISM’.
20.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 2992 P’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘DOOR LOCK MECHANISM’.
18.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1992 Repair ‘VEHICLE STENCILS’.
18.03.1992 Repair ‘WEAR PLATES & SADDLES’.
18.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2992 P’
12.06.1993 Repair ‘STEP’.
12.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2992 P’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘DOOR COMPLETE’.
10.08.1993 Repair ‘HOSE FITTINGS’.
10.08.1993 Repair ‘SIDE BEARER’.
10.08.1993 Repair ‘TRAIN PIPE’.
10.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 2992 P’
25.09.1993 Repair ‘HANDRAILS END’.
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2992 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2992 P’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

17.06.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2993

Details: wagon ‘ROOX 2993 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 29.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 24.04.1996
Due Triple Valve: 01.01.1995
Last Brake Cylinder: 14.10.1988
Last Single Car Test: 14.10.1988
Last Lift: 04.09.1978
Cont Max Slots: 3

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
24.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘VEHICLE STENCILS’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2993 B’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘STANCHION’.
02.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2993 B’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.06.1991 Repair ‘COUPLER COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2993 B’
14.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
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14.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 2993 B’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.
(NRC016)’. New class: ‘ROOX’.

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2993 B’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2994

Details: wagon ‘ROOX 2994 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 22.03.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 19.02.1996
Due Triple Valve: 24.03.1997
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 18.03.1993
Last Lift: 16.08.1982
Cont Max Slots: 3

05.11.1989 Repair ‘COUPLER COMPLETE’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
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STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2994 K’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COUPLER COMPLETE’.
02.11.1990 Repair ‘COUPLER KNUCKLE’.
02.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2994 K’
05.11.1990 Repair ‘STEP’.
05.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
12.01.1991 Repair ‘HANDRAILS END’.
12.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
16.02.1991 Repair ‘COUPLER COMPLETE’.
16.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘COUPLER COMPLETE’.
24.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1991 Repair ‘VEHICLE COMPLETE’.
24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘STANCHION’.
16.03.1993 Repair ‘TOP CENTRE PLATE’.
16.03.1993 Repair ‘VEHICLE STENCILS’.
16.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2994 K’
31.07.1993 Repair ‘STEP’.
31.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
02.08.1993 Repair ‘END HOSE’.
02.08.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 2994 K’
30.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
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06.12.1993 Repair ‘END BRAKE COCK’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
31.12.1993 Repair ‘HANDRAILS END’.
31.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AOOX 2994 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 2994 K’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

24.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 2996

28.11.1995 Reclassified from wagon ‘ROOX 2996 W’ to ’ wagon ‘ROKX 2996 K’.

ROOX 2999

13.10.1989 Repair ‘SIDE STEP’.
13.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 2999 J’
04.05.1990 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘STEP’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2999 J’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

09.11.1990 Repair ‘DOOR HINGES AND PINS’.
09.11.1990 Repair ‘DOOR LOCK MECHANISM’.
09.11.1990 Repair ‘END FRAME MEMBER’.
09.11.1990 Repair ‘HANDRAILS END’.
09.11.1990 Repair ‘STANCHION’.
09.11.1990 Repair ‘WEAR PLATES & SADDLES’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 2999 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘END BRAKE COCK’.
23.04.1991 Repair ‘END HOSE’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘VEHICLE STENCILS’.
23.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 2999 J’
24.06.1991 Repair ‘DOOR HINGES AND PINS’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2999 J’
26.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 2999 J’
25.01.1993 Repair ‘HANDRAILS END’.
25.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2999 J’
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2999 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2999 J’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 2999 J’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 2999 J’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
20.10.1995 Reclassified from wagon ‘ROOX 2999 D’ to ’ wagon ‘ROKX 2999 Y’.

ROOX 3000

19.10.1994 Reclassified from wagon ‘ROOX 3000 A’ to ’ wagon ‘RKTX 3000 H’.

ROOX 3002

19.10.1995 Reclassified from wagon ‘ROOX 3002 S’ to ’ wagon ‘ROKX 3002 G’.

ROOX 3004

11.02.1995 Reclassified from wagon ‘ROOX 3004 N’ to ’ wagon ‘RKTX 3004 U’.

ROOX 3005

02.11.1994 Reclassified from wagon ‘ROOX 3005 W’ to ’ wagon ‘RKTX 3005 G’.
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ROOX 3006

12.09.1995 Reclassified from wagon ‘ROOX 3006 X’ to ’ wagon ‘ROKX 3006 T’.

ROOX 3007

15.11.1994 Reclassified from wagon ‘ROOX 3007 R’ to ’ wagon ‘RKTX 3007 B’.

ROOX 3010

Details: wagon ‘ROOX 3010 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 13.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 01.11.1996
Last Single Car Test: 16.02.1990
Last Lift: 19.12.1978
Cont Max Slots: 3

15.02.1990 Repair ‘END BRAKE COCK’.
15.02.1990 Repair ‘END HOSE’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
15.02.1990 Repair ‘TRAIN PIPE’.
15.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3010 Y’
27.02.1990 Repair ‘VEHICLE COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
27.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 3010 Y’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.
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06.09.1990 Repair ‘STANCHION’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3010 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3010 Y’
29.02.1992 Repair ‘DOOR LOCK MECHANISM’.
29.02.1992 Issued at location ‘Melbourne’ with a previous code of wagon

‘AOOX 3010 Y’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3010 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AOOX 3010 Y’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR
PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

02.11.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 3011

12.09.1995 Reclassified from wagon ‘ROOX 3011 R’ to ’ wagon ‘ROKX 3011 F’.

ROOX 3012

03.03.1995 Reclassified from wagon ‘ROOX 3012 D’ to ’ wagon ‘RKTX 3012 K’.

ROOX 3013

Details: wagon ‘ROOX 3013 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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2.697. Wagon classification starting with ‘ROO’

Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 15.04.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX GOX;STORED 05.09.94
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CZ
Return to Service Date: 02.03.1995
Last Brake Cylinder: 18.01.1989
Last Single Car Test: 14.02.1989
Last Lift: 01.11.1980
Cont Max Slots: 3

28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR
LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

22.07.1990 Repair ‘HANDRAILS END’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
16.11.1990 Repair ‘END HOSE’.
16.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
29.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE LEVER’.
20.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1990 Repair ‘DOOR LOCK MECHANISM’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘END HOSE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3013 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
26.02.1992 Repair ‘DOOR LOCK MECHANISM’.
26.02.1992 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOOX 3013 S’
11.03.1992 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

11.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOOX 3013 S’

02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BEARINGS’.
02.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘SIDE STEP’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3013 S’
26.01.1993 Repair ‘DOOR LOCK MECHANISM’.
26.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
10.04.1993 Repair ‘STEP’.
10.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3013 S’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3013 S’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

02.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 3014

27.10.1995 Reclassified from wagon ‘ROOX 3014 V’ to ’ wagon ‘ROKX 3014 J’.

ROOX 3016

Details: wagon ‘ROOX 3016 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 23.04.1976
Operating System: AN
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2.697. Wagon classification starting with ‘ROO’

Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ UO CM CN CO CU
Return to Service Date: 25.03.1995
Last Brake Cylinder: 03.10.1992
Last Lift: 25.07.1986
Cont Max Slots: 3

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘END BRAKE COCK’.
21.09.1989 Repair ‘END HOSE’.
21.09.1989 Repair ‘TRAIN PIPE (END)’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3016 W’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘END BRAKE COCK’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3016 W’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘END BRAKE COCK’.
26.04.1990 Repair ‘END HOSE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1990 Repair ‘HANDRAILS END’.
26.04.1990 Repair ‘SIDE STEP’.
26.04.1990 Repair ‘TRAIN PIPE (END)’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3016 W’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE SPRING’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘STEP’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3016 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE SPRING’.
02.10.1992 Repair ‘END BRAKE COCK’.
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2. TIMS GROUP INFORMATION - WAGONS

02.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3016 W’
25.09.1993 Repair ‘HANDRAILS END’.
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3016 W’
11.10.1993 Repair ‘STEP’.
11.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 3016 W’
29.12.1993 Repair ‘STEP’.
29.12.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 3016 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3016 W’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

25.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 3017

12.09.1995 Reclassified from wagon ‘ROOX 3017 C’ to ’ wagon ‘ROKX 3017 N’.

ROOX 3018

Details: wagon ‘ROOX 3018 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 06.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
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2.697. Wagon classification starting with ‘ROO’

BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WI CM CN CO CU
Return to Service Date: 18.04.1996
Last Triple Valve: 05.04.1994
Last Brake Cylinder: 07.08.1991
Last Single Car Test: 19.10.1990
Last Lift: 22.09.1986
Cont Max Slots: 3

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Repair ‘END BRAKE COCK’.
18.08.1989 Repair ‘HANDRAILS’.
18.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3018 R’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘HANDRAILS END’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3018 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Repair ‘EMPTY LOAD VALVE’.
06.08.1991 Repair ‘GRADE CONTROL VALVE’.
06.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3018 R’
08.09.1991 Repair ‘HANDRAILS END’.
08.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3018 R’
21.02.1992 Repair ‘DOOR LOCK MECHANISM’.
21.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3018 R’
07.07.1992 Repair ‘STANCHION’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3018 R’
27.07.1993 Repair ‘END BRAKE COCK’.
27.07.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 3018 R’
25.09.1993 Repair ‘STEP’.
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 3018 R’
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2. TIMS GROUP INFORMATION - WAGONS

05.04.1994 Repair ‘BOGIE COMPLETE’.
05.04.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.04.1994 Repair ‘STEP’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3018 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 3018 R’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

30.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.

ROOX 3020

22.11.1995 Reclassified from wagon ‘ROOX 3020 Q’ to ’ wagon ‘ROKX 3020 E’.

ROOX 3021

20.10.1994 Reclassified from wagon ‘ROOX 3021 C’ to ’ wagon ‘RKTX 3021 J’.

ROOX 3022

12.09.1995 Reclassified from wagon ‘ROOX 3022 L’ to ’ wagon ‘ROKX 3022 W’.

ROOX 3023

20.10.1994 Reclassified from wagon ‘ROOX 3023 U’ to ’ wagon ‘RKTX 3023 E’.

ROOX 3030

Details: wagon ‘ROOX 3030 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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2.697. Wagon classification starting with ‘ROO’

Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 12.05.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC UO UZ CM CN CO CU
Return to Service Date: 22.02.1995
Last Brake Cylinder: 03.10.1988
Last Single Car Test: 22.06.1990
Last Lift: 29.08.1980
Cont Max Slots: 3

22.09.1989 Repair ‘DOOR OPENING MECHANISM’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3030 H’
28.05.1990 Alteration ‘REMOVE EXISTING SPLIT PINS FROM DOOR LATCH PINS.

WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY CATCH &
STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION SUPERCEDES
C-1965. AOOX & AOMX. (RS4511)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘DOOR LOCK MECHANISM’.
21.06.1990 Repair ‘TRAIN PIPE (END)’.
21.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3030 H’
26.09.1990 Repair ‘DOOR LOCK MECHANISM’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3030 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.04.1993 Repair ‘STANCHION’.
07.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 3030 H’
26.02.1994 Repair ‘DOOR COMPLETE’.
26.02.1994 Repair ‘DOOR HINGES AND PINS’.
26.02.1994 Repair ‘DOOR LOCK MECHANISM’.
26.02.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOOX 3030 H’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOOX 3030 H’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 3030 H’
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07.04.1994 Repair ‘DOOR LOCK MECHANISM’.
07.04.1994 Issued at location ‘Tailem bend’ with a previous code of wagon

‘AOOX 3030 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘AOOX 3030 H’
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

30.10.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 3033

20.10.1994 Reclassified from wagon ‘ROOX 3033 F’ to ’ wagon ‘RKTX 3033 M’.

ROOX 4041

Details: wagon ‘ROOX 4041 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 28.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $25770
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 189
Date Built: 19.07.1980
Operating System: AN
Intended Use: GENERAL
Remarks: EX AOOX
BSG Code: FXOZ

Capacity of 52 tonnes

Fleet Grp Code: AC UZ WK CN CM CO CU
Return to Service Date: 04.08.1994
Due Triple Valve: 01.05.1992
Last Triple Valve: 17.05.1990
Last Brake Cylinder: 11.05.1992
Last Single Car Test: 11.05.1992
Last Lift: 01.07.1986
Cont Max Slots: 3
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2.697. Wagon classification starting with ‘ROO’

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE COMPLETE’.
10.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.05.1990 Repair ‘DOOR OPENING MECHANISM’.
10.05.1990 Repair ‘END HOSE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘SIDE BEARER’.
10.05.1990 Repair ‘STEP’.
10.05.1990 Repair ‘WEAR PLATES & SADDLES’.
10.05.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOOX 4041 H’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘DOOR LOCK MECHANISM’.
07.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1992 Repair ‘VEHICLE STENCILS’.
07.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4041 H’
12.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4041 H’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Repair ‘TRAIN PIPE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4041 H’
25.02.1993 Alteration complete ‘RECLASSIFY 40 NO. ‘AOOX’ OPEN WAGONS TO

‘AOLX‘. STENCIL BOTH SIDES OF EACH WAGON - ‘FOR USE ON A.N. SYSTEM
ONLY’ AOOX 40 NO. FROM RANGE 3028 - 4199. (RS4778)’. New class: ‘AOLX’.

03.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AOOX 4041 H’

16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE RECLASSIFY’.
16.03.1994 Repair ‘VEHICLE STENCILS’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4041 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘AOOX 4041 H’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
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NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.

ROOX 4051

14.09.1989 Repair ‘DOOR LOCK MECHANISM’.
14.09.1989 Repair ‘DOOR OPENING MECHANISM’.
14.09.1989 Repair ‘END HOSE’.
14.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4051 P’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4051 P’
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4051 P’
28.05.1990 Alteration complete ‘REMOVE EXISTING SPLIT PINS FROM DOOR

LATCH PINS. WELD WASHERS TO DOOR LATCH PINS. ADD SECOND SAFETY
CATCH & STOP (IF NOT ALREADY FITTED). NOTE. THIS ALTERATION
SUPERCEDES C-1965. AOOX & AOMX. (RS4511)’.

10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRANCH PIPE’.
10.07.1990 Repair ‘TRAIN PIPE (END)’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4051 P’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4051 P’
28.02.1991 Repair ‘STEP’.
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOOX 4051 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.11.1991 Repair ‘BOGIE BEARERS’.
25.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOOX 4051 P’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
06.01.1992 Repair ‘BRAKE LEVER’.
06.01.1992 Repair ‘BRAKE PULL ROD’.
06.01.1992 Repair ‘DOOR HINGES AND PINS’.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4051 P’
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23.03.1992 Repair ‘DOOR LOCK MECHANISM’.
23.03.1992 Issued at location ‘Victoria’ with a previous code of wagon ‘AOOX 4051 P’
17.10.1992 Repair ‘HANDRAILS END’.
17.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AOOX 4051 P’
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘DOOR LOCK MECHANISM’.
31.12.1992 Repair ‘EMPTY LOAD VALVE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
31.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOOX 4051 P’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1993 Repair ‘BRAKE CONTROL PIPE’.
25.03.1993 Repair ‘END BRAKE COCK’.
25.03.1993 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOOX 4051 P’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE PIN’.
29.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AOOX 4051 P’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOOX 4051 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AOOX’ OPEN WAGONS TO ‘ROOX‘.

(NRC016)’. New class: ‘ROOX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOOX 4051 P’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Alteration ‘MODIFY ‘ROOX’ WAGONS BY PERMANENTLY SECURING

DOORS AS PER SCOPE OF WORK. RECLASSIFY TO ‘RKTX’, RETAIN SAME
NUMBERS. 60 NO. ROOX TO BE SELECTED. (RS4886)’. New class: ‘RKTX’.

31.10.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Alteration ‘RECLASSIFY 105 NO. ‘ROOX’ OPEN WAGONS TO ‘ROKX’ FOR

PIPE TRAFFIC. ROOX TO BE SELECTED. (RS4920)’. New class: ‘ROKX’.
12.09.1995 Reclassified from wagon ‘ROOX 4051 J’ to ’ wagon ‘ROKX 4051 U’.

ROOX 4060

14.02.1995 Reclassified from wagon ‘ROOX 4060 X’ to ’ wagon ‘RKTX 4060 P’.

2.698 Wagon classification starting with ‘ROQ’

ROQF 1

Details: wagon ‘ROQF 1 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 10.10.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.06.1996
Due Triple Valve: 25.10.1994
Last Brake Cylinder: 16.05.1990
Last Single Car Test: 25.10.1993
Last Lift: 16.08.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BEARINGS’.
11.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1990 Repair ‘VEHICLE STENCILS’.
11.05.1990 Repair ‘WHEEL SET’.
11.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘HANDRAILS END’.
15.06.1990 Repair ‘STEP’.
15.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
15.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
16.08.1990 Repair ‘WHEEL SET’.
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16.08.1990 Issued at location ‘Caltowie’ with a previous code of wagon ‘AOQF 1 A’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘BRAKE PULL ROD’.
01.10.1990 Repair ‘BRANCH PIPE’.
01.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.10.1990 Repair ‘EMPTY LOAD VALVE’.
01.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.10.1990 Repair ‘TRAIN PIPE’.
01.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 1 A’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE PIN’.
25.10.1990 Repair ‘VEHICLE STENCILS’.
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘COUPLER COMPLETE’.
02.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1991 Repair ‘END BRAKE COCK’.
14.01.1991 Repair ‘END HOSE’.
14.01.1991 Repair ‘TRAIN PIPE (END)’.
14.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 1 A’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
14.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.02.1993 Repair ‘SIDE BEARER’.
16.02.1993 Repair ‘VEHICLE STENCILS’.
16.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1993 Repair ‘VEHICLE STENCILS’.
23.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BEARERS’.
14.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
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14.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.10.1993 Repair ‘COUPLER COMPLETE’.
14.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
14.10.1993 Repair ‘VEHICLE STENCILS’.
14.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 1 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 1 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 2

Details: wagon ‘ROQF 2 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 14.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.07.1996
Due Triple Valve: 04.05.1995
Last Brake Cylinder: 18.10.1991
Last Single Car Test: 04.05.1994
Last Lift: 10.10.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1989 Repair ‘VEHICLE STENCILS’.
27.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.04.1991 Repair ‘SIDE BEARER’.
30.04.1991 Repair ‘VEHICLE STENCILS’.
30.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1991 Repair ‘SIDE BEARER’.
18.07.1991 Repair ‘VEHICLE STENCILS’.
18.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
17.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.12.1991 Repair ‘VEHICLE STENCILS’.
03.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘COUPLER COMPLETE’.
27.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.07.1993 Repair ‘SIDE BEARER’.
27.07.1993 Repair ‘VEHICLE STENCILS’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
19.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.04.1994 Repair ‘DRAFT GEAR POCKET’.
19.04.1994 Repair ‘HANDRAILS END’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE STENCILS’.
19.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
04.02.1995 Repair ‘VEHICLE RECLASSIFY’.
04.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 2 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 3

Details: wagon ‘ROQF 3 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 14.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.03.1996
Due Triple Valve: 02.03.1989
Last Triple Valve: 13.01.1989
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 18.02.1993
Last Lift: 01.11.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Repair ‘WHEEL SET’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 3 S’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 3 S’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BEARINGS’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 3 S’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER COMPLETE’.
08.01.1991 Repair ‘SIDE BEARER’.
08.01.1991 Repair ‘YOKE CARRIER’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 3 S’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 3 S’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘END FRAME MEMBER’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
06.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 3 S’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BEARINGS’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘VEHICLE STENCILS’.
16.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 3 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 3 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

10.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 5

Details: wagon ‘ROQF 5 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 14.11.1962
Operating System: AN
Intended Use: ORE
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Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.06.1996
Due Triple Valve: 24.06.1994
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 24.06.1993
Last Lift: 07.08.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘VEHICLE STENCILS’.
08.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Repair ‘WHEEL SET’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BRANCH PIPE’.
05.06.1990 Repair ‘VEHICLE STENCILS’.
05.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.07.1990 Repair ‘VEHICLE STENCILS’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Repair ‘SIDE BEARER’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
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21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘VEHICLE STENCILS’.
03.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1992 Repair ‘VEHICLE STENCILS’.
12.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘VEHICLE STENCILS’.
21.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 5 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 5 N’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 7

Details: wagon ‘ROQF 7 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 21.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.07.1996
Due Triple Valve: 11.05.1994
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 11.05.1993
Last Lift: 16.07.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRANCH PIPE’.
25.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
25.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘SIDE BEARER’.
25.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOCF 7 M’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘VEHICLE STENCILS’.
26.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘VEHICLE STENCILS’.
07.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘COUPLER COMPLETE’.
02.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1990 Repair ‘VEHICLE STENCILS’.
02.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
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12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Repair ‘VEHICLE STENCILS’.
12.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘VEHICLE STENCILS’.
28.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘STEP’.
31.05.1990 Repair ‘VEHICLE STENCILS’.
31.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
13.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘BRANCH PIPE’.
08.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.02.1991 Repair ‘COUPLER COMPLETE’.
08.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARINGS’.
16.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
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08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
08.10.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.04.1992 Repair ‘VEHICLE STENCILS’.
30.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘VEHICLE STENCILS’.
07.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 7 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 7 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 10

Details: wagon ‘ROQF 10 Q’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 20.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.04.1996
Due Triple Valve: 13.06.1991
Last Brake Cylinder: 07.02.1989
Last Single Car Test: 13.06.1990
Last Lift: 01.11.1979

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 10 W’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE SPRING’.
06.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.06.1990 Repair ‘VEHICLE STENCILS’.
06.06.1990 Repair ‘WHEEL SET’.
06.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 10 W’
10.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 10 W’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 10 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
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29.05.1995 Repair ‘VEHICLE RECLASSIFY’.
29.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 10 W’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 11

Details: wagon ‘ROQF 11 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 27.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 30.07.1996
Due Triple Valve: 05.12.1991
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 15.11.1993
Last Lift: 01.10.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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06.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

26.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1990 Repair ‘VEHICLE STENCILS’.
05.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘SIDE BEARER’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Repair ‘YOKE COMPLETE’.
15.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘VEHICLE STENCILS’.
14.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘FLOOR COMPLETE’.
11.11.1993 Repair ‘VEHICLE RECLASSIFY’.
11.11.1993 Repair ‘VEHICLE STENCILS’.
11.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
11.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 11 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE RECLASSIFY’.
04.02.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 11 G’
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Broken Hill’ with a previous code of wagon ‘ROCF 11 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 13

Details: wagon ‘ROQF 13 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 23.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.07.1996
Last Triple Valve: 02.06.1988
Last Brake Cylinder: 25.05.1990
Last Single Car Test: 30.08.1993
Last Lift: 12.11.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE SPRING’.
12.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1990 Repair ‘VEHICLE STENCILS’.
23.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.05.1992 Repair ‘VEHICLE STENCILS’.
11.05.1992 Repair ‘WHEEL SET’.
11.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘VEHICLE STENCILS’.
31.07.1992 Repair ‘WHEEL SET’.
31.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘VEHICLE STENCILS’.
18.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE BOLSTER’.
26.08.1993 Repair ‘BRAKE BLOCK RB95’.
26.08.1993 Repair ‘VEHICLE STENCILS’.
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26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
02.12.1993 Repair ‘VEHICLE RECLASSIFY’.
02.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 13 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 13 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 14

Details: wagon ‘ROQF 14 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 27.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.01.1996
Due Triple Valve: 02.03.1994
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 02.03.1993
Last Lift: 24.08.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 14 M’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Repair ‘WHEEL SET’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 14 M’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 14 M’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE BEARERS’.
14.05.1991 Repair ‘BOGIE BOLSTER’.
14.05.1991 Repair ‘BOGIE SPRING’.
14.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1991 Repair ‘SIDE BEARER’.
14.05.1991 Repair ‘VEHICLE STENCILS’.
14.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 14 M’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 14 M’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.02.1993 Repair ‘VEHICLE STENCILS’.
25.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 14 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.02.1995 Repair ‘VEHICLE RECLASSIFY’.
08.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 14 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 15

Details: wagon ‘ROQF 15 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 28.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

15809



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 06.02.1996
Due Triple Valve: 12.07.1994
Last Brake Cylinder: 12.07.1993
Last Single Car Test: 12.07.1993
Last Lift: 21.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.07.1989 Repair ‘TRAIN PIPE’.
18.07.1989 Repair ‘VEHICLE STENCILS’.
18.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘WHEEL SET’.
26.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRANCH PIPE’.
15.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.12.1989 Repair ‘VEHICLE STENCILS’.
15.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BEARINGS’.
28.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.11.1990 Repair ‘DRAFT GEAR POCKET’.
28.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
20.12.1990 Repair ‘DRAFT GEAR POCKET’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 15 V’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.01.1991 Repair ‘BODY COMPLETE’.
24.01.1991 Repair ‘BOGIE SPRING’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘BRAKE PULL ROD’.
24.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.01.1991 Repair ‘COUPLER COMPLETE’.
24.01.1991 Repair ‘SIDE BEARER’.
24.01.1991 Repair ‘STEP’.
24.01.1991 Repair ‘TRAIN PIPE (END)’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 15 V’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRANCH PIPE’.
19.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1991 Repair ‘SIDE BEARER’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE PULL ROD’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 15 V’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRANCH PIPE’.
26.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1992 Repair ‘VEHICLE STENCILS’.
14.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE BLOCK RB95’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.07.1993 Repair ‘COUPLER COMPLETE’.
06.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1993 Repair ‘VEHICLE STENCILS’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 15 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 15 V’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,
INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 16

Details: wagon ‘ROQF 16 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 30.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.11.1995
Due Triple Valve: 14.04.1994
Last Brake Cylinder: 18.03.1992
Last Single Car Test: 14.04.1993
Last Lift: 20.12.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE

15812



2.698. Wagon classification starting with ‘ROQ’

ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.05.1990 Repair ‘END HOSE’.
31.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1990 Repair ‘VEHICLE STENCILS’.
31.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1992 Repair ‘BRAKE PULL ROD’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘DRAFT GEAR POCKET’.
25.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘STEP’.
25.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1992 Repair ‘WEAR PLATES & SADDLES’.
25.02.1992 Repair ‘YOKE CARRIER’.
25.02.1992 Repair ‘YOKE COMPLETE’.
25.02.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
25.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 16 H’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1992 Repair ‘SIDE BEARER’.
12.03.1992 Repair ‘VEHICLE STENCILS’.
12.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘VEHICLE STENCILS’.
22.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.04.1993 Repair ‘VEHICLE STENCILS’.
07.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.

15813



2. TIMS GROUP INFORMATION - WAGONS

(RS4807)’. New class: ‘AOCF’.
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 16 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 16 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 17

Details: wagon ‘ROQF 17 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 30.11.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.08.1996
Due Triple Valve: 04.02.1994
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 04.02.1993
Last Lift: 01.11.1980
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.11.1989 Repair ‘VEHICLE STENCILS’.
23.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.04.1990 Repair ‘COUPLER COMPLETE’.
09.04.1990 Repair ‘VEHICLE STENCILS’.
09.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘DRAFT GEAR POCKET’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.05.1991 Repair ‘END BRAKE COCK’.
03.05.1991 Repair ‘HANDBRAKE HANDLE’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘SIDE BEARER’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Repair ‘YOKE COMPLETE’.
16.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1991 Repair ‘VEHICLE STENCILS’.
05.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.

15815



2. TIMS GROUP INFORMATION - WAGONS

18.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
23.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 17 Q’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1992 Repair ‘VEHICLE STENCILS’.
13.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOQF 17 Q’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.02.1993 Repair ‘COUPLER COMPLETE’.
02.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.02.1993 Repair ‘VEHICLE STENCILS’.
02.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 17 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
10.06.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1995 Repair ‘VEHICLE RECLASSIFY’.
10.06.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 17 Q’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 18

Details: wagon ‘ROQF 18 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 05.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO
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Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 27.05.1996
Due Triple Valve: 21.09.1994
Last Triple Valve: 01.02.1994
Last Brake Cylinder: 12.08.1993
Last Single Car Test: 07.03.1994
Last Lift: 19.04.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

28.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BEARINGS’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.12.1990 Repair ‘VEHICLE STENCILS’.
06.12.1990 Repair ‘WEAR PLATES & SADDLES’.
06.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘SIDE BEARER’.
14.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.04.1991 Repair ‘VEHICLE STENCILS’.
11.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
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31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.05.1991 Repair ‘TRAIN PIPE (END)’.
31.05.1991 Repair ‘TRAIN PIPE’.
31.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1991 Repair ‘YOKE CARRIER’.
31.05.1991 Repair ‘YOKE COMPLETE’.
31.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 18 G’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE SPRING’.
01.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
01.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRAKE BLOCK RB95’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1991 Repair ‘VEHICLE STENCILS’.
03.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘STEP’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 18 G’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.10.1992 Repair ‘VEHICLE STENCILS’.
21.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Repair ‘TRAIN PIPE’.
14.04.1993 Repair ‘VEHICLE STENCILS’.
14.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COUPLER COMPLETE’.
23.04.1993 Repair ‘VEHICLE STENCILS’.
23.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
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(RS4807)’. New class: ‘AOCF’.
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.08.1993 Repair ‘COUPLER COMPLETE’.
03.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
03.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1993 Repair ‘SIDE BEARER’.
03.08.1993 Repair ‘VEHICLE STENCILS’.
03.08.1993 Repair ‘WHEEL SET’.
03.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1993 Repair ‘BRANCH PIPE’.
16.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.09.1993 Repair ‘TRAIN PIPE’.
16.09.1993 Repair ‘VEHICLE COMPLETE’.
16.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 18 G’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.10.1993 Repair ‘VEHICLE RECLASSIFY’.
29.10.1993 Repair ‘VEHICLE STENCILS’.
29.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
18.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1993 Repair ‘VEHICLE STENCILS’.
08.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BRAKE BLOCK RB95’.
25.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.01.1994 Repair ‘VEHICLE STENCILS’.
25.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BRAKE BLOCK RB95’.
02.03.1994 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1994 Repair ‘VEHICLE STENCILS’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 18 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 18 G’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,
INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

05.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 22

Details: wagon ‘ROQF 22 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 11.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 08.07.1996
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 08.10.1992
Last Single Car Test: 18.08.1993
Last Lift: 07.03.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
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22.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.01.1990 Repair ‘VEHICLE STENCILS’.
22.01.1990 Repair ‘WHEEL SET’.
22.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘VEHICLE STENCILS’.
12.02.1990 Repair ‘WEAR PLATES & SADDLES’.
12.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRANCH PIPE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 22 C’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘END BRAKE COCK’.
19.08.1991 Repair ‘END FRAME MEMBER’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Repair ‘WEAR PLATES & SADDLES’.
19.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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06.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1992 Repair ‘VEHICLE STENCILS’.
06.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1993 Repair ‘VEHICLE STENCILS’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BRANCH PIPE’.
04.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.03.1993 Repair ‘VEHICLE STENCILS’.
04.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.08.1993 Repair ‘VEHICLE STENCILS’.
04.08.1993 Repair ‘WHEEL SET’.
04.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 22 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 22 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 23

Details: wagon ‘ROQF 23 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 11.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.12.1995
Due Triple Valve: 07.12.1991
Last Triple Valve: 18.01.1991
Last Brake Cylinder: 20.01.1992
Last Single Car Test: 16.02.1993
Last Lift: 03.09.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

10.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BEARINGS’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
22.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.12.1990 Repair ‘BRANCH PIPE’.
04.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BRAKE PULL ROD’.
18.01.1991 Repair ‘BRANCH PIPE’.
18.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.01.1991 Repair ‘END BRAKE COCK’.
18.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1991 Repair ‘TRAIN PIPE (END)’.
18.01.1991 Repair ‘TRAIN PIPE’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 23 L’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1992 Repair ‘SIDE BEARER’.
15.01.1992 Repair ‘VEHICLE STENCILS’.
15.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 23 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 23 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 24

Details: wagon ‘ROQF 24 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 13.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 30.05.1996
Due Triple Valve: 31.10.1991
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 29.09.1992
Last Lift: 06.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
08.06.1990 Repair ‘YOKE COMPLETE’.
08.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
16.10.1990 Repair ‘WHEEL SET’.
16.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
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02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘END FRAME MEMBER’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE CONTROL PIPE’.
25.06.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.12.1991 Repair ‘VEHICLE STENCILS’.
06.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1992 Repair ‘VEHICLE STENCILS’.
22.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.
25.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 24 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 24 U’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 26

Details: wagon ‘ROQF 26 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 18.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 14.12.1995
Due Triple Valve: 06.11.1993
Last Brake Cylinder: 18.10.1991
Last Single Car Test: 26.08.1993
Last Lift: 01.12.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

20.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.10.1989 Repair ‘COUPLER COMPLETE’.
20.10.1989 Repair ‘END BRAKE COCK’.
20.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 26 P’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1989 Repair ‘VEHICLE STENCILS’.
14.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
14.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.04.1991 Repair ‘VEHICLE STENCILS’.
15.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Repair ‘YOKE COMPLETE’.
16.10.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
16.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘VEHICLE STENCILS’.
12.02.1992 Repair ‘YOKE CARRIER’.
12.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
13.10.1992 Repair ‘VEHICLE STENCILS’.
13.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1993 Repair ‘VEHICLE STENCILS’.
13.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘COUPLER COMPLETE’.
13.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.08.1993 Repair ‘SIDE BEARER’.
13.08.1993 Repair ‘VEHICLE STENCILS’.
13.08.1993 Repair ‘WHEEL SET’.
13.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
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30.11.1993 Repair ‘VEHICLE RECLASSIFY’.
30.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 26 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 26 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 29

Details: wagon ‘ROQF 29 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 24.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.11.1995
Due Triple Valve: 14.04.1994
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 15.11.1993
Last Lift: 21.10.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘TOP CENTRE PLATE’.
11.09.1990 Repair ‘VEHICLE STENCILS’.
11.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRANCH PIPE’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
19.11.1990 Repair ‘VEHICLE COMPLETE’.
19.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOCF 29 A’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.04.1993 Repair ‘COUPLER COMPLETE’.
01.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
01.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1993 Repair ‘VEHICLE STENCILS’.
01.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
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15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BODY COMPLETE’.
10.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘FLOOR COMPLETE’.
10.11.1993 Repair ‘VEHICLE STENCILS’.
10.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOCF 29 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 29 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 30

Details: wagon ‘ROQF 30 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 24.12.1962
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.02.1996
Due Triple Valve: 06.07.1994
Last Brake Cylinder: 06.07.1993
Last Single Car Test: 06.07.1993
Last Lift: 30.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘SIDE BEARER’.
02.05.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRANCH PIPE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘TRAIN PIPE’.
06.12.1991 Repair ‘VEHICLE STENCILS’.
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06.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
02.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.07.1993 Repair ‘COUPLER COMPLETE’.
02.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1993 Repair ‘SIDE BEARER’.
02.07.1993 Repair ‘VEHICLE STENCILS’.
02.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 30 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 30 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 32

Details: wagon ‘ROQF 32 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 01.02.1963
Operating System: AN
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Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 08.02.1996
Due Triple Valve: 17.12.1992
Last Brake Cylinder: 02.07.1991
Last Single Car Test: 17.12.1991
Last Lift: 01.10.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘VEHICLE STENCILS’.
12.01.1990 Repair ‘WEAR PLATES & SADDLES’.
12.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRANCH PIPE’.
04.04.1990 Repair ‘VEHICLE STENCILS’.
04.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
28.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
07.03.1991 Repair ‘FLOOR COMPLETE’.
07.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1991 Repair ‘SIDE BEARER’.
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07.03.1991 Repair ‘VEHICLE STENCILS’.
07.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Repair ‘TRAIN PIPE (END)’.
01.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 32 K’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE PIN’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
14.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 32 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 32 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 34

Details: wagon ‘ROQF 34 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 30.01.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 21.07.1995
Due Triple Valve: 04.04.1990
Last Triple Valve: 14.10.1988
Last Brake Cylinder: 06.04.1994
Last Single Car Test: 06.04.1994
Last Lift: 09.09.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

26.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
16.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE CLEARANCE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
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05.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1992 Repair ‘VEHICLE STENCILS’.
26.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BEARINGS’.
24.07.1992 Repair ‘VEHICLE STENCILS’.
24.07.1992 Repair ‘YOKE COMPLETE’.
24.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.01.1993 Repair ‘VEHICLE STENCILS’.
26.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
30.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1994 Repair ‘BOGIE COMPLETE’.
30.03.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1994 Repair ‘COUPLER KNUCKLE’.
30.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
30.03.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1994 Repair ‘SIDE BEARER’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE STENCILS’.
30.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 34 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 34 F’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
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ROQF 35

Details: wagon ‘ROQF 35 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 01.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.07.1996
Due Triple Valve: 02.07.1994
Last Brake Cylinder: 02.07.1993
Last Single Car Test: 02.07.1993
Last Lift: 23.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.04.1990 Repair ‘VEHICLE STENCILS’.
05.04.1990 Repair ‘WHEEL SET’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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19.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘VEHICLE STENCILS’.
22.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘SIDE BEARER’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘TRAIN PIPE’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE BLOCK RB95’.
25.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.05.1992 Repair ‘VEHICLE STENCILS’.
25.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1992 Repair ‘VEHICLE STENCILS’.
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1993 Repair ‘VEHICLE STENCILS’.
05.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1993 Repair ‘SIDE BEARER’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 35 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
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New class: ‘ROHF’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 36

Details: wagon ‘ROQF 36 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 04.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.07.1996
Due Triple Valve: 04.05.1995
Last Brake Cylinder: 04.05.1994
Last Single Car Test: 04.05.1994
Last Lift: 09.02.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Repair ‘WEAR PLATES & SADDLES’.
16.05.1990 Repair ‘WHEEL SET’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BRAKE LEVER’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Repair ‘VEHICLE STENCILS’.
21.02.1991 Repair ‘WEAR PLATES & SADDLES’.
21.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘GRADE CONTROL VALVE’.
13.05.1991 Repair ‘TOP CENTRE PLATE’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Repair ‘WEAR PLATES & SADDLES’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1992 Repair ‘VEHICLE STENCILS’.
12.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.03.1993 Repair ‘VEHICLE STENCILS’.
12.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
22.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.04.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1994 Repair ‘COUPLER KNUCKLE’.
22.04.1994 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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22.04.1994 Repair ‘SIDE BEARER’.
22.04.1994 Repair ‘TRAIN PIPE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE STENCILS’.
22.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 36 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 36 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 37

Details: wagon ‘ROQF 37 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 06.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.03.1996
Due Triple Valve: 07.08.1993
Last Brake Cylinder: 07.08.1992
Last Single Car Test: 26.08.1993
Last Lift: 28.05.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE SPRING’.
30.08.1990 Repair ‘VEHICLE STENCILS’.
30.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOQF 37 J’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘COUPLER COMPLETE’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.07.1991 Repair ‘BRANCH PIPE’.
23.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.07.1991 Repair ‘VEHICLE STENCILS’.
23.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1992 Repair ‘VEHICLE STENCILS’.
17.07.1992 Repair ‘WHEEL SET’.
17.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’

15843



2. TIMS GROUP INFORMATION - WAGONS

27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1993 Repair ‘VEHICLE STENCILS’.
27.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARINGS’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.07.1993 Repair ‘SIDE BEARER’.
26.07.1993 Repair ‘VEHICLE STENCILS’.
26.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.08.1993 Repair ‘VEHICLE STENCILS’.
17.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 37 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 37 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

10.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 39

Details: wagon ‘ROQF 39 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 12.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.07.1996
Due Triple Valve: 26.08.1994
Last Brake Cylinder: 31.10.1990
Last Single Car Test: 26.08.1993
Last Lift: 24.12.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

24.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BEARINGS’.
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘VEHICLE STENCILS’.
25.10.1990 Repair ‘WHEEL SET’.
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BEARINGS’.
12.12.1990 Repair ‘DRAFT GEAR POCKET’.
12.12.1990 Repair ‘VEHICLE STENCILS’.
12.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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23.10.1991 Repair ‘SIDE BEARER’.
23.10.1991 Repair ‘VEHICLE STENCILS’.
23.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BRAKE BLOCK RB95’.
02.01.1992 Repair ‘COUPLER COMPLETE’.
02.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1992 Repair ‘VEHICLE STENCILS’.
02.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘VEHICLE STENCILS’.
08.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘VEHICLE STENCILS’.
28.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.08.1993 Repair ‘DOOR FRAME’.
17.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1993 Repair ‘SIDE BEARER’.
17.08.1993 Repair ‘VEHICLE STENCILS’.
17.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
30.11.1993 Repair ‘VEHICLE RECLASSIFY’.
30.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 39 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 39 E’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
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16.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 42

Details: wagon ‘ROQF 42 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 12.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.01.1996
Due Triple Valve: 19.01.1994
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 29.06.1993
Last Lift: 08.11.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1989 Repair ‘VEHICLE STENCILS’.
17.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘GRADE CONTROL VALVE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.10.1990 Repair ‘COUPLER COMPLETE’.
31.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.11.1991 Repair ‘DRAFT GEAR POCKET’.
07.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1991 Repair ‘VEHICLE STENCILS’.
07.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1992 Repair ‘VEHICLE STENCILS’.
22.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOQF 42 S’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.01.1993 Repair ‘VEHICLE STENCILS’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘BRAKE LEVER’.
21.06.1993 Repair ‘SHUNT PAD’.
21.06.1993 Repair ‘SIDE SHEET’.
21.06.1993 Repair ‘TRAIN PIPE (END)’.
21.06.1993 Repair ‘TRAIN PIPE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
21.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 42 S’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘COUPLER COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘SIDE BEARER’.
24.06.1993 Repair ‘VEHICLE STENCILS’.
24.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 42 S’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 42 S’

15848



2.698. Wagon classification starting with ‘ROQ’

07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 42 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 43

Details: wagon ‘ROQF 43 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 19.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.05.1996
Due Triple Valve: 25.10.1994
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 25.10.1993
Last Lift: 15.03.1982
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1990 Repair ‘VEHICLE STENCILS’.
16.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
12.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 43 E’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

02.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BRAKE BLOCK RB95’.
14.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.11.1990 Repair ‘COUPLER COMPLETE’.
14.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.11.1990 Repair ‘COUPLER KNUCKLE’.
14.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.11.1990 Repair ‘VEHICLE STENCILS’.
14.11.1990 Repair ‘WEAR PLATES & SADDLES’.
14.11.1990 Repair ‘WHEEL SET’.
14.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.11.1991 Repair ‘SIDE BEARER’.
13.11.1991 Repair ‘VEHICLE STENCILS’.
13.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1992 Repair ‘BOGIE COMPLETE’.
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29.09.1992 Repair ‘BRAKE LEVER’.
29.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.09.1992 Repair ‘STEP’.
29.09.1992 Repair ‘TRAIN PIPE’.
29.09.1992 Repair ‘YOKE COMPLETE’.
29.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 43 E’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.12.1992 Repair ‘VEHICLE STENCILS’.
23.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.07.1993 Repair ‘SIDE BEARER’.
22.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘STEP’.
12.10.1993 Repair ‘VEHICLE STENCILS’.
12.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
25.11.1993 Repair ‘FLOOR COMPLETE’.
25.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 43 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 43 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 44

Details: wagon ‘ROQF 44 H’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 19.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.03.1996
Due Triple Valve: 07.06.1994
Last Brake Cylinder: 29.06.1992
Last Single Car Test: 07.06.1993
Last Lift: 25.09.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘VEHICLE STENCILS’.
30.08.1989 Repair ‘WHEEL SET’.
30.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.12.1989 Repair ‘VEHICLE STENCILS’.
06.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
10.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1990 Repair ‘VEHICLE STENCILS’.
21.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
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19.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1990 Repair ‘VEHICLE STENCILS’.
20.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Repair ‘VEHICLE STENCILS’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER COMPLETE’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 44 N’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.08.1991 Repair ‘VEHICLE STENCILS’.
14.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1992 Repair ‘VEHICLE STENCILS’.
24.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘CARD OR CLIP HOLDER’.
03.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1993 Repair ‘SIDE MEMBER’.
03.06.1993 Repair ‘VEHICLE STENCILS’.
03.06.1993 Repair ‘YOKE COMPLETE’.
03.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 44 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 45

Details: wagon ‘ROQF 45 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 18.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 26.08.1996
Due Triple Valve: 08.10.1993
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 08.10.1992
Last Single Car Test: 27.05.1993
Last Lift: 01.01.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.05.1990 Repair ‘HANDBRAKE HANDLE’.
07.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1990 Repair ‘SIDE COMPLETE’.
07.05.1990 Repair ‘SIDE MEMBER’.
07.05.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘ROCF 45 U’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.06.1990 Repair ‘VEHICLE STENCILS’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRANCH PIPE’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
16.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘WHEEL SET’.
30.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1991 Repair ‘VEHICLE STENCILS’.
05.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE BEARINGS’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘SIDE BEARER’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
21.03.1991 Repair ‘VEHICLE STENCILS’.
21.03.1991 Repair ‘WHEEL SET’.
21.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1992 Repair ‘VEHICLE STENCILS’.
06.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 45 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 45 U’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 45 U’
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROCF 45 U’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 46

Details: wagon ‘ROQF 46 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 18.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.12.1995
Due Triple Valve: 11.05.1994
Last Brake Cylinder: 21.05.1992
Last Single Car Test: 11.05.1993
Last Lift: 05.08.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘TRAIN PIPE’.
21.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1989 Repair ‘VEHICLE STENCILS’.
16.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE BLOCK RB95’.
05.03.1990 Repair ‘BRAKE PIN’.
05.03.1990 Repair ‘VEHICLE STENCILS’.
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05.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘VEHICLE STENCILS’.
14.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

09.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER COMPLETE’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BEARINGS’.
13.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1991 Repair ‘END FRAME MEMBER’.
13.08.1991 Repair ‘SIDE BEARER’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.11.1991 Repair ‘VEHICLE STENCILS’.
18.11.1991 Repair ‘WHEEL SET’.
18.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE SPRING’.
13.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1992 Repair ‘VEHICLE STENCILS’.
13.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘VEHICLE STENCILS’.
28.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
13.10.1993 Repair ‘STEP’.
13.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 46 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
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TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 46 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 48

Details: wagon ‘ROQF 48 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 25.02.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.05.1996
Due Triple Valve: 23.03.1994
Last Brake Cylinder: 07.02.1992
Last Single Car Test: 06.07.1993
Last Lift: 14.08.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1990 Repair ‘TOP CENTRE PLATE’.
22.05.1990 Repair ‘VEHICLE STENCILS’.
22.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1990 Repair ‘VEHICLE STENCILS’.
29.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Repair ‘WEAR PLATES & SADDLES’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘WEAR PLATES & SADDLES’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BRAKE PULL ROD’.
12.10.1990 Repair ‘COUPLER COMPLETE’.
12.10.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.10.1990 Repair ‘TRAIN PIPE (END)’.
12.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 48 H’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
21.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1992 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘VEHICLE STENCILS’.
05.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BRAKE BLOCK RB95’.
29.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.09.1992 Repair ‘VEHICLE STENCILS’.
29.09.1992 Repair ‘WEAR PLATES & SADDLES’.
29.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘COUPLER COMPLETE’.
01.12.1992 Repair ‘VEHICLE STENCILS’.
01.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE BLOCK RB95’.
17.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
17.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE BLOCK RB95’.
05.07.1993 Repair ‘COUPLER COMPLETE’.
05.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.07.1993 Repair ‘SIDE BEARER’.
05.07.1993 Repair ‘VEHICLE STENCILS’.
05.07.1993 Repair ‘WEAR PLATES & SADDLES’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
06.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 48 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 48 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
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FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 50

Details: wagon ‘ROQF 50 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 01.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.03.1996
Due Triple Valve: 23.12.1994
Last Brake Cylinder: 23.12.1993
Last Single Car Test: 23.12.1993
Last Lift: 01.05.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
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05.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘GRADE CONTROL VALVE’.
05.04.1990 Repair ‘VEHICLE STENCILS’.
05.04.1990 Repair ‘WHEEL SET’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘END BRAKE COCK’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.12.1990 Repair ‘VEHICLE STENCILS’.
07.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1991 Repair ‘VEHICLE STENCILS’.
07.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1991 Repair ‘SIDE BEARER’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1991 Repair ‘VEHICLE STENCILS’.
14.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Repair ‘WEAR PLATES & SADDLES’.
19.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1992 Repair ‘VEHICLE STENCILS’.
08.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
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12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BOGIE COMPLETE’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1993 Repair ‘YOKE COMPLETE’.
12.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE BLOCK RB95’.
20.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.12.1993 Repair ‘COUPLER COMPLETE’.
20.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1993 Repair ‘VEHICLE STENCILS’.
20.12.1993 Repair ‘WEAR PLATES & SADDLES’.
20.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 50 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 50 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 51

Details: wagon ‘ROQF 51 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-14
Date Built: 04.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.07.1996
Due Triple Valve: 19.01.1994
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 22.09.1993
Last Lift: 17.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.04.1990 Repair ‘BRAKE PULL ROD’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘VEHICLE STENCILS’.
06.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 51 R’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
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02.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘STANCHION’.
01.08.1991 Repair ‘UNDERFRAME COMPLETE’.
01.08.1991 Repair ‘VEHICLE STENCILS’.
01.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘AXLE BOX LINERS’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE LEVER’.
10.06.1992 Repair ‘STEP’.
10.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 51 R’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1993 Repair ‘VEHICLE STENCILS’.
15.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 51 R’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘DRAFT GEAR POCKET’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘VEHICLE COMPLETE’.
20.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 51 R’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 51 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 51 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 52

Details: wagon ‘ROQF 52 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 04.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.03.1996
Due Triple Valve: 11.06.1992
Last Brake Cylinder: 23.07.1993
Last Single Car Test: 23.07.1993
Last Lift: 12.07.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1990 Repair ‘VEHICLE STENCILS’.
21.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
19.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
19.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.10.1990 Repair ‘VEHICLE STENCILS’.
19.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘SIDE BEARER’.
03.05.1991 Repair ‘VEHICLE STENCILS’.
03.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRANCH PIPE’.
11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 52 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.02.1995 Repair ‘VEHICLE RECLASSIFY’.
08.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 52 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 53

Details: wagon ‘ROQF 53 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 07.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 25.01.1992
Last Brake Cylinder: 04.12.1990
Last Single Car Test: 21.06.1991
Last Lift: 01.11.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.10.1989 Repair ‘VEHICLE STENCILS’.
19.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘VEHICLE STENCILS’.
05.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1990 Repair ‘VEHICLE STENCILS’.
26.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.
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29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
15.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 53 M’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘BRANCH PIPE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘VEHICLE STENCILS’.
28.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE PIN’.
19.06.1991 Repair ‘VEHICLE STENCILS’.
19.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 53 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 55

Details: wagon ‘ROQF 55 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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2.698. Wagon classification starting with ‘ROQ’

Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 07.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.08.1995
Due Triple Valve: 27.04.1993
Last Brake Cylinder: 28.10.1991
Last Single Car Test: 24.06.1993
Last Lift: 01.01.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1989 Repair ‘VEHICLE STENCILS’.
11.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

05.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
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02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRANCH PIPE’.
17.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘SIDE BEARER’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
17.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 55 H’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘COUPLER COMPLETE’.
12.06.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 55 H’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1991 Repair ‘VEHICLE STENCILS’.
25.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.03.1992 Repair ‘VEHICLE STENCILS’.
30.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
21.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 55 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 55 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 56

Details: wagon ‘ROQF 56 K’ in AN ‘Mainland Division’.

Owner: AN
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2.698. Wagon classification starting with ‘ROQ’

Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 13.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.03.1996
Due Triple Valve: 29.09.1993
Last Brake Cylinder: 29.09.1992
Last Single Car Test: 27.01.1993
Last Lift: 01.11.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘VEHICLE STENCILS’.
28.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BRANCH PIPE’.
25.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 56 Q’

15873



2. TIMS GROUP INFORMATION - WAGONS

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.08.1990 Repair ‘VEHICLE STENCILS’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 56 Q’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1991 Repair ‘SIDE BEARER’.
14.08.1991 Repair ‘VEHICLE STENCILS’.
14.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.
25.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
06.05.1994 Repair ‘FLOOR COMPLETE’.
06.05.1994 Repair ‘SIDE COMPLETE’.
06.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 56 Q’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 56 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 56 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 61

Details: wagon ‘ROQF 61 T’ in AN ‘Mainland Division’.
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2.698. Wagon classification starting with ‘ROQ’

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 20.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.09.1996
Due Triple Valve: 24.02.1994
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 24.02.1993
Last Lift: 18.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Repair ‘WHEEL SET’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 61 C’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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14.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BRAKE PULL ROD’.
04.10.1990 Repair ‘BRANCH PIPE’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 61 C’
17.12.1990 Repair ‘VEHICLE COMPLETE’.
17.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 61 C’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘TRAIN PIPE’.
07.05.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Repair ‘WHEEL SET’.
07.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1992 Repair ‘VEHICLE STENCILS’.
20.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1993 Repair ‘VEHICLE STENCILS’.
19.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 61 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 62

Details: wagon ‘ROQF 62 F’ in AN ‘Mainland Division’.

Owner: AN
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2.698. Wagon classification starting with ‘ROQ’

Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 20.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.05.1996
Due Triple Valve: 02.03.1994
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 02.03.1993
Last Lift: 16.06.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BRANCH PIPE’.
01.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1989 Repair ‘VEHICLE STENCILS’.
01.09.1989 Repair ‘WHEEL SET’.
01.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 62 L’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER COMPLETE’.
08.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1990 Repair ‘VEHICLE STENCILS’.
08.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
17.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1991 Repair ‘SIDE BEARER’.
27.05.1991 Repair ‘VEHICLE STENCILS’.
27.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BRANCH PIPE’.
03.12.1991 Repair ‘VEHICLE STENCILS’.
03.12.1991 Repair ‘YOKE COMPLETE’.
03.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.02.1992 Repair ‘VEHICLE STENCILS’.
04.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘VEHICLE STENCILS’.
01.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 62 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 63

Details: wagon ‘ROQF 63 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 25.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 15.08.1989
Last Single Car Test: 02.11.1993
Last Lift: 29.06.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘STEP’.
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11.08.1989 Repair ‘VEHICLE STENCILS’.
11.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.06.1990 Repair ‘VEHICLE STENCILS’.
27.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
19.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.01.1991 Repair ‘VEHICLE STENCILS’.
29.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘SIDE BEARER’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.02.1992 Repair ‘VEHICLE STENCILS’.
04.02.1992 Repair ‘WHEEL SET’.
04.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘COUPLER COMPLETE’.
14.10.1992 Repair ‘VEHICLE STENCILS’.
14.10.1992 Repair ‘WEAR PLATES & SADDLES’.
14.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
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(RS4807)’. New class: ‘AOCF’.
26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 63 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 63 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 64

Details: wagon ‘ROQF 64 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 25.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.02.1996
Due Triple Valve: 06.11.1993
Last Brake Cylinder: 21.05.1992
Last Single Car Test: 06.11.1992
Last Lift: 04.02.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
01.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
20.06.1990 Repair ‘WHEEL SET’.
20.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
20.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘VEHICLE STENCILS’.
24.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Repair ‘WHEEL SET’.
13.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
20.09.1991 Repair ‘SIDE BEARER’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
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19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1992 Repair ‘VEHICLE STENCILS’.
19.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.10.1992 Repair ‘VEHICLE STENCILS’.
21.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 64 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 64 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 66

Details: wagon ‘ROQF 66 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 28.03.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

15883



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: AC CN CM CB
Return to Service Date: 06.03.1996
Due Triple Valve: 05.11.1991
Last Triple Valve: 05.11.1990
Last Brake Cylinder: 05.11.1990
Last Single Car Test: 09.09.1993
Last Lift: 01.12.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘VEHICLE STENCILS’.
31.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.08.1989 Repair ‘END HOSE’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
21.08.1989 Repair ‘VEHICLE STENCILS’.
21.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.09.1989 Repair ‘VEHICLE STENCILS’.
04.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.10.1989 Repair ‘BRANCH PIPE’.
16.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘ISOLATING COCK’.
16.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
16.10.1989 Repair ‘TRAIN PIPE’.
16.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 66 B’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.01.1990 Repair ‘STEP’.
02.01.1990 Repair ‘VEHICLE STENCILS’.
02.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1990 Repair ‘VEHICLE STENCILS’.
12.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.04.1990 Repair ‘END BRAKE COCK’.
03.04.1990 Repair ‘VEHICLE STENCILS’.
03.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘VEHICLE STENCILS’.
17.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1990 Repair ‘VEHICLE STENCILS’.
01.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 66 B’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Repair ‘VEHICLE STENCILS’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BRAKE CONTROL PIPE’.
01.11.1990 Repair ‘BRAKE PULL ROD’.
01.11.1990 Repair ‘BRANCH PIPE’.
01.11.1990 Repair ‘CARD OR CLIP HOLDER’.
01.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.11.1990 Repair ‘COUPLER COMPLETE’.
01.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.11.1990 Repair ‘EMPTY LOAD VALVE’.
01.11.1990 Repair ‘GRADE CONTROL VALVE’.
01.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.11.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOQF 66 B’

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1991 Repair ‘SIDE BEARER’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.01.1993 Repair ‘VEHICLE STENCILS’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘COUPLER KNUCKLE’.
03.09.1993 Repair ‘SIDE BEARER’.
03.09.1993 Repair ‘VEHICLE STENCILS’.
03.09.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
03.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 66 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 66 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

29.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 69

Details: wagon ‘ROQF 69 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 01.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.12.1995
Due Triple Valve: 12.08.1992
Last Brake Cylinder: 12.08.1991
Last Single Car Test: 22.10.1993
Last Lift: 03.02.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
20.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE PIN’.
15.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.11.1989 Repair ‘VEHICLE STENCILS’.
15.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BODY COMPLETE’.
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
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14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘SIDE BEARER’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRANCH PIPE’.
08.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1991 Repair ‘VEHICLE STENCILS’.
08.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 69 F’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘SIDE SILL’.
01.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOQF 69 F’
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 69 F’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘VEHICLE STENCILS’.
18.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 69 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 69 F’
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 70

Details: wagon ‘ROQF 70 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 05.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.08.1996
Due Triple Valve: 07.08.1992
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 16.02.1993
Last Lift: 10.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.10.1990 Repair ‘BRANCH PIPE’.
25.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1990 Repair ‘VEHICLE STENCILS’.
25.10.1990 Repair ‘WHEEL SET’.
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘SIDE BEARER’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
17.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
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16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.07.1991 Repair ‘STRIKING CASTING’.
18.07.1991 Repair ‘TRAIN PIPE (END)’.
18.07.1991 Repair ‘YOKE COMPLETE’.
18.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 70 B’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.08.1991 Repair ‘END FRAME MEMBER’.
05.08.1991 Repair ‘SIDE BEARER’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘END FRAME MEMBER’.
21.08.1991 Repair ‘VEHICLE STENCILS’.
21.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘END FRAME MEMBER’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘END FRAME MEMBER’.
08.10.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE COMPLETE’.
12.12.1991 Repair ‘VEHICLE STENCILS’.
12.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘SIDE BEARER’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 70 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 70 B’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
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28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 71

Details: wagon ‘ROQF 71 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 05.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1996
Due Triple Valve: 14.04.1994
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 14.04.1993
Last Lift: 19.02.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRANCH PIPE’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.02.1990 Repair ‘VEHICLE STENCILS’.
13.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.05.1990 Repair ‘HANDRAILS END’.
17.05.1990 Repair ‘VEHICLE STENCILS’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
29.05.1990 Repair ‘VEHICLE STENCILS’.
29.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.08.1990 Repair ‘GRADE CONTROL VALVE’.
23.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
23.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
21.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘COUPLER KNUCKLE’.
21.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.01.1991 Repair ‘DRAFT GEAR POCKET’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
21.01.1991 Repair ‘END BRAKE COCK’.
21.01.1991 Repair ‘END HOSE’.
21.01.1991 Repair ‘STEP’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 71 K’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE CLEARANCE’.
27.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘END FRAME MEMBER’.
24.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Repair ‘WEAR PLATES & SADDLES’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.06.1991 Repair ‘END BRAKE COCK’.
06.06.1991 Repair ‘END FRAME MEMBER’.
06.06.1991 Repair ‘VEHICLE STENCILS’.
06.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘END FRAME MEMBER’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘END FRAME MEMBER’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BRAKE PIN’.
03.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.03.1992 Repair ‘VEHICLE STENCILS’.
03.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.04.1993 Repair ‘END HOSE’.
06.04.1993 Repair ‘HANDBRAKE HANDLE’.
06.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘VEHICLE STENCILS’.
06.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 71 K’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 71 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 71 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
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09.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 72

Details: wagon ‘ROQF 72 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 08.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 06.08.1996
Due Triple Valve: 17.03.1994
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 17.03.1993
Last Lift: 01.05.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BEARINGS’.
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24.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
16.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE PIN’.
04.03.1991 Repair ‘BRANCH PIPE’.
04.03.1991 Repair ‘SIDE BEARER’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
04.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
22.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.03.1993 Repair ‘COUPLER COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 72 T’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.
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01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 73

Details: wagon ‘ROQF 73 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 11.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.08.1995
Due Triple Valve: 11.03.1993
Last Triple Valve: 02.11.1993
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 02.11.1993
Last Lift: 21.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1989 Repair ‘VEHICLE STENCILS’.
05.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘VEHICLE STENCILS’.
12.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘VEHICLE STENCILS’.
04.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1989 Repair ‘VEHICLE STENCILS’.
29.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
24.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1990 Repair ‘VEHICLE STENCILS’.
25.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
10.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
20.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
25.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
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07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB95’.
07.09.1990 Repair ‘VEHICLE STENCILS’.
07.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE BEARINGS’.
26.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘BOGIE COMPLETE’.
08.02.1991 Repair ‘BRAKE BLOCK RB95’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘SIDE BEARER’.
15.04.1991 Repair ‘VEHICLE STENCILS’.
15.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘TRAIN PIPE (END)’.
08.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 73 D’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘YOKE COMPLETE’.
07.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘VEHICLE STENCILS’.
05.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
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19.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER COMPLETE’.
08.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1992 Repair ‘VEHICLE STENCILS’.
08.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.03.1992 Repair ‘STEP’.
09.03.1992 Repair ‘VEHICLE STENCILS’.
09.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE COMPLETE’.
12.06.1992 Repair ‘VEHICLE STENCILS’.
12.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.
25.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRAKE BLOCK RB95’.
31.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BEARERS’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.07.1993 Repair ‘END COMPLETE’.
20.07.1993 Repair ‘SIDE BEARER’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.10.1993 Repair ‘VEHICLE STENCILS’.
28.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 73 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
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06.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ROCF 73 D’

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROCF 73 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 74

Details: wagon ‘ROQF 74 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 11.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.01.1996
Due Triple Valve: 02.03.1994
Last Brake Cylinder: 22.10.1993
Last Single Car Test: 22.10.1993
Last Lift: 01.05.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 74 Y’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1990 Repair ‘SIDE BEARER’.
23.01.1990 Repair ‘VEHICLE STENCILS’.
23.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘VEHICLE STENCILS’.
01.03.1990 Repair ‘WHEEL SET’.
01.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘SIDE BEARER’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
01.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.12.1990 Repair ‘VEHICLE STENCILS’.
06.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BEARINGS’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
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12.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1991 Repair ‘SIDE BEARER’.
12.03.1991 Repair ‘VEHICLE STENCILS’.
12.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘VEHICLE STENCILS’.
12.06.1991 Repair ‘YOKE COMPLETE’.
12.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1991 Repair ‘BRAKE PULL ROD’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 74 Y’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
18.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.02.1993 Repair ‘VEHICLE STENCILS’.
10.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.02.1993 Repair ‘VEHICLE STENCILS’.
19.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘COUPLER COMPLETE’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
17.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER COMPLETE’.
19.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.07.1993 Repair ‘SIDE BEARER’.
19.07.1993 Repair ‘VEHICLE STENCILS’.
19.07.1993 Repair ‘WHEEL SET’.
19.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1993 Repair ‘VEHICLE STENCILS’.
19.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 74 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
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12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 74 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 75

Details: wagon ‘ROQF 75 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 16.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 08.02.1996
Due Triple Valve: 02.04.1994
Last Triple Valve: 07.06.1991
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 04.05.1994
Last Lift: 10.02.1981

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.
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11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1989 Repair ‘BRAKE PULL ROD’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRANCH PIPE’.
17.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Repair ‘VEHICLE STENCILS’.
17.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

05.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.08.1990 Repair ‘VEHICLE STENCILS’.
16.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 75 A’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.09.1990 Repair ‘VEHICLE STENCILS’.
24.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘VEHICLE STENCILS’.
27.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BOGIE BEARINGS’.
29.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1991 Repair ‘SIDE BEARER’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

15904



2.698. Wagon classification starting with ‘ROQ’

07.08.1991 Repair ‘COUPLER COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
01.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BEARINGS’.
17.08.1992 Repair ‘VEHICLE STENCILS’.
17.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1993 Repair ‘VEHICLE STENCILS’.
19.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRANCH PIPE’.
30.03.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.03.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘COUPLER COMPLETE’.
06.05.1993 Repair ‘VEHICLE STENCILS’.
06.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER COMPLETE’.
21.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.07.1993 Repair ‘FLOOR COMPLETE’.
21.07.1993 Repair ‘VEHICLE STENCILS’.
21.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
09.04.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 75 A’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 75 A’
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BRAKE LEVER’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
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20.04.1994 Repair ‘VEHICLE STENCILS’.
20.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 75 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 75 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 76

Details: wagon ‘ROQF 76 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 18.04.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 27.05.1996
Due Triple Valve: 10.12.1993
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 22.10.1993
Last Lift: 24.12.1987
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.08.1989 Repair ‘DRAFT GEAR POCKET’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1990 Repair ‘VEHICLE STENCILS’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRANCH PIPE’.
09.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1990 Repair ‘VEHICLE STENCILS’.
09.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BRAKE BLOCK RB95’.
17.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1991 Repair ‘VEHICLE STENCILS’.
17.01.1991 Repair ‘YOKE COMPLETE’.
17.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘VEHICLE STENCILS’.
24.05.1991 Repair ‘YOKE COMPLETE’.
24.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.11.1991 Repair ‘VEHICLE STENCILS’.
13.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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26.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1992 Repair ‘VEHICLE STENCILS’.
26.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘COUPLER COMPLETE’.
28.06.1993 Repair ‘SIDE BEARER’.
28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘COUPLER COMPLETE’.
15.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1993 Repair ‘VEHICLE STENCILS’.
15.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 76 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

14.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 78

Details: wagon ‘ROQF 78 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 23.04.1963
Operating System: AN
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Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 23.03.1996
Due Triple Valve: 10.12.1993
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 24.02.1993
Last Lift: 03.08.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘BRANCH PIPE’.
15.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘DRAFT GEAR POCKET’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 78 E’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘SIDE BEARER’.
05.06.1991 Repair ‘VEHICLE STENCILS’.
05.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.07.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

15909



2. TIMS GROUP INFORMATION - WAGONS

17.10.1991 Repair ‘BRAKE BLOCK RB95’.
17.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
17.10.1991 Repair ‘WEAR PLATES & SADDLES’.
17.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1992 Repair ‘VEHICLE STENCILS’.
03.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BRANCH PIPE’.
19.02.1993 Repair ‘VEHICLE STENCILS’.
19.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 78 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 78 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 81

Details: wagon ‘ROQF 81 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-14
Date Built: 01.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.08.1996
Due Triple Valve: 11.03.1993
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 25.10.1993
Last Lift: 08.07.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 81 S’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
16.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
14.06.1990 Alteration ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Repair ‘WEAR PLATES & SADDLES’.
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
10.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘BRAKE PULL ROD’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘DRAFT GEAR POCKET’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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06.03.1992 Repair ‘STEP’.
06.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 81 S’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.07.1992 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
01.07.1992 Repair ‘SIDE BEARER’.
01.07.1992 Repair ‘VEHICLE STENCILS’.
01.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.02.1993 Repair ‘VEHICLE STENCILS’.
23.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Repair ‘VEHICLE STENCILS’.
05.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘COUPLER COMPLETE’.
25.06.1993 Repair ‘SIDE BEARER’.
25.06.1993 Repair ‘VEHICLE STENCILS’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
12.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘VEHICLE STENCILS’.
12.10.1993 Repair ‘WHEEL SET’.
12.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 81 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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26.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 83

Details: wagon ‘ROQF 83 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 06.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.07.1996
Due Triple Valve: 10.12.1993
Last Brake Cylinder: 27.12.1990
Last Single Car Test: 26.08.1993
Last Lift: 21.10.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRANCH PIPE’.
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24.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.11.1989 Repair ‘VEHICLE STENCILS’.
24.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1990 Repair ‘VEHICLE STENCILS’.
23.05.1990 Repair ‘WHEEL SET’.
23.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

03.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BRAKE SPRING’.
18.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE SPRING’.
13.03.1991 Repair ‘SIDE BEARER’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.11.1992 Repair ‘VEHICLE STENCILS’.
26.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘VEHICLE STENCILS’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1993 Repair ‘SIDE BEARER’.
18.08.1993 Repair ‘VEHICLE STENCILS’.
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18.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 83 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 84

Details: wagon ‘ROQF 84 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 06.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.07.1996
Due Triple Valve: 02.03.1994
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 02.03.1993
Last Lift: 03.02.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Repair ‘VEHICLE STENCILS’.
27.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
18.04.1990 Repair ‘BRANCH PIPE’.
18.04.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 84 W’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
09.06.1990 Repair ‘VEHICLE COMPLETE’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 84 W’
12.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOQF 84 W’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

18.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
18.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘SIDE BEARER’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘SIDE BEARER’.
12.04.1991 Repair ‘VEHICLE STENCILS’.
12.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.08.1991 Repair ‘COUPLER COMPLETE’.
14.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 84 W’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.02.1992 Repair ‘VEHICLE STENCILS’.
03.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘SIDE SHEET’.
16.07.1992 Repair ‘VEHICLE STENCILS’.
16.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.02.1993 Repair ‘VEHICLE STENCILS’.
24.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 84 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE RECLASSIFY’.
17.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 84 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

22.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 85

Details: wagon ‘ROQF 85 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 06.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.07.1996
Due Triple Valve: 26.09.1989
Last Triple Valve: 17.11.1989
Last Brake Cylinder: 06.03.1992
Last Single Car Test: 22.10.1993
Last Lift: 10.01.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1989 Repair ‘END BRAKE COCK’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
08.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘VEHICLE STENCILS’.
12.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRANCH PIPE’.
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30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 85 X’
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘BRAKE CONTROL PIPE’.
28.02.1992 Repair ‘BRAKE CONTROL PIPE’.
28.02.1992 Repair ‘BRAKE PULL ROD’.
28.02.1992 Repair ‘BRANCH PIPE’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1992 Repair ‘SIDE BEARER’.
28.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 85 X’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1992 Repair ‘VEHICLE STENCILS’.
02.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BODY COMPLETE’.
24.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1992 Repair ‘BRAKE CONTROL PIPE’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘BRANCH PIPE’.
24.09.1992 Repair ‘COUPLER COMPLETE’.
24.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.09.1992 Repair ‘SIDE BEARER’.
24.09.1992 Repair ‘TRAIN PIPE (END)’.
24.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1992 Repair ‘YOKE COMPLETE’.
24.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 85 X’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘COUPLER COMPLETE’.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1993 Repair ‘SIDE SILL’.
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01.10.1993 Repair ‘SIDE SILL’.
01.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOQF 85 X’
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 85 X’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BEARERS’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘VEHICLE STENCILS’.
19.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
04.11.1993 Repair ‘FLOOR COMPLETE’.
04.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 85 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 85 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 87

Details: wagon ‘ROQF 87 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 09.05.1963
Operating System: AN
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Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.09.1996
Due Triple Valve: 12.07.1994
Last Brake Cylinder: 12.07.1993
Last Single Car Test: 26.08.1993
Last Lift: 23.09.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1989 Repair ‘VEHICLE STENCILS’.
08.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE PIN’.
07.02.1990 Repair ‘VEHICLE STENCILS’.
07.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1990 Repair ‘VEHICLE STENCILS’.
22.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
20.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.08.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE SPRING’.
16.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1990 Repair ‘TRAIN PIPE’.
16.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
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23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRAKE PIN’.
23.10.1990 Repair ‘WHEEL SET’.
23.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘VEHICLE STENCILS’.
15.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BEARINGS’.
14.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.09.1992 Repair ‘VEHICLE STENCILS’.
09.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.07.1993 Repair ‘COUPLER COMPLETE’.
06.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1993 Repair ‘VEHICLE STENCILS’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB95’.
19.08.1993 Repair ‘VEHICLE STENCILS’.
19.08.1993 Repair ‘WHEEL SET’.
19.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
19.10.1993 Repair ‘FLOOR COMPLETE’.
19.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 87 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
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21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 87 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 88

Details: wagon ‘ROQF 88 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 09.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 21.03.1996
Due Triple Valve: 14.07.1993
Last Brake Cylinder: 21.06.1991
Last Single Car Test: 14.07.1992
Last Lift: 14.11.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘BRANCH PIPE’.
23.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1989 Repair ‘VEHICLE STENCILS’.
23.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘VEHICLE STENCILS’.
07.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1990 Repair ‘VEHICLE STENCILS’.
01.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.08.1990 Repair ‘END HOSE’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘BRANCH PIPE’.
20.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘SIDE BEARER’.
20.06.1991 Repair ‘VEHICLE STENCILS’.
20.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
06.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1992 Repair ‘VEHICLE STENCILS’.
06.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 88 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 88 M’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,
INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 89

Details: wagon ‘ROQF 89 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 13.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.12.1995
Due Triple Valve: 07.06.1994
Last Brake Cylinder: 07.06.1993
Last Single Car Test: 02.08.1993
Last Lift: 30.07.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.

15925



2. TIMS GROUP INFORMATION - WAGONS

12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 89 V’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BEARINGS’.
05.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1990 Repair ‘VEHICLE STENCILS’.
05.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRANCH PIPE’.
07.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARINGS’.
02.04.1991 Repair ‘TOP CENTRE PLATE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.08.1991 Repair ‘TOP CENTRE PLATE’.
13.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 89 V’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘SIDE BEARER’.
26.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
12.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.02.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.02.1992 Repair ‘VEHICLE STENCILS’.
12.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1992 Repair ‘DRAFT GEAR POCKET’.
27.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.02.1992 Repair ‘EMPTY LOAD VALVE’.
27.02.1992 Repair ‘STEP’.
27.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1992 Repair ‘YOKE CARRIER’.
27.02.1992 Repair ‘YOKE COMPLETE’.
27.02.1992 Repair ‘YOKE FOLLOWER’.
27.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 89 V’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE SPRING’.
06.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.03.1992 Repair ‘VEHICLE STENCILS’.
06.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘BRAKE LEVER’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 89 V’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 89 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
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ROQF 92

Details: wagon ‘ROQF 92 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 16.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 26.02.1996
Due Triple Valve: 27.05.1994
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 27.05.1993
Last Lift: 01.01.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND BRAKES
TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS. ‘AOQF/AOQY’ 1
TO 100. (RS4356)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘VEHICLE STENCILS’.
08.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘COUPLER COMPLETE’.
01.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.02.1990 Repair ‘VEHICLE STENCILS’.
01.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
14.06.1990 Alteration ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.07.1991 Repair ‘END BRAKE COCK’.
02.07.1991 Repair ‘STRIKING CASTING’.
02.07.1991 Repair ‘TRAIN PIPE (END)’.
02.07.1991 Repair ‘TRANSOM’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 92 M’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1991 Repair ‘SIDE BEARER’.
03.07.1991 Repair ‘VEHICLE STENCILS’.
03.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
28.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 92 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 93

Details: wagon ‘ROQF 93 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 20.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.03.1996
Due Triple Valve: 09.05.1991
Last Brake Cylinder: 21.05.1992
Last Single Car Test: 30.03.1993
Last Lift: 20.08.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘DRAFT GEAR POCKET’.
09.11.1989 Repair ‘VEHICLE STENCILS’.
09.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.05.1990 Repair ‘GRADE CONTROL VALVE’.
04.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 93 V’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.
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23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘TOP CENTRE PLATE’.
01.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
31.05.1991 Repair ‘COUPLER COMPLETE’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘SIDE BEARER’.
31.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1991 Repair ‘YOKE COMPLETE’.
31.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 93 V’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER COMPLETE’.
14.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1992 Repair ‘VEHICLE STENCILS’.
14.05.1992 Repair ‘WHEEL SET’.
14.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘BRANCH PIPE’.
12.09.1992 Repair ‘VEHICLE STENCILS’.
12.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 93 V’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COUPLER COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.
25.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘BRAKE LEVER’.
21.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1992 Repair ‘VEHICLE STENCILS’.
21.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 93 V’
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15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Repair ‘BRANCH PIPE’.
15.03.1993 Repair ‘COUPLER COMPLETE’.
15.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘SIDE BEARER’.
15.03.1993 Repair ‘TOP CENTRE PLATE’.
15.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 93 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 93 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 94

Details: wagon ‘ROQF 94 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 20.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
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BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 08.01.1996
Due Triple Valve: 06.11.1993
Last Triple Valve: 21.03.1988
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 11.05.1993
Last Lift: 30.04.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRANCH PIPE’.
17.04.1990 Repair ‘VEHICLE STENCILS’.
17.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BEARINGS’.
14.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Repair ‘WHEEL SET’.
14.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.10.1990 Repair ‘STEP’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRANCH PIPE’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.11.1990 Repair ‘VEHICLE STENCILS’.
16.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
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27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘VEHICLE STENCILS’.
27.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘END FRAME MEMBER’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRANCH PIPE’.
18.06.1991 Repair ‘COUPLER COMPLETE’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘BRAKE PULL ROD’.
25.09.1991 Repair ‘COUPLER COMPLETE’.
25.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
25.09.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
25.09.1991 Repair ‘STRIKING CASTING’.
25.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.09.1991 Repair ‘WEAR PLATES & SADDLES’.
25.09.1991 Repair ‘YOKE COMPLETE’.
25.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 94 H’
25.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 94 H’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.11.1991 Repair ‘VEHICLE STENCILS’.
11.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1992 Repair ‘VEHICLE STENCILS’.
19.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘VEHICLE STENCILS’.
19.08.1992 Repair ‘WHEEL SET’.
19.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.10.1992 Repair ‘VEHICLE STENCILS’.
22.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB95’.
29.04.1993 Repair ‘END BRAKE COCK’.
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29.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1993 Repair ‘VEHICLE STENCILS’.
29.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 94 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 94 H’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

22.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 96

Details: wagon ‘ROQF 96 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 23.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 14.03.1996
Due Triple Valve: 01.06.1993
Last Brake Cylinder: 18.10.1991
Last Single Car Test: 11.05.1993
Last Lift: 08.09.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
03.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘DRAFT GEAR POCKET’.
09.11.1989 Repair ‘VEHICLE STENCILS’.
09.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.04.1990 Repair ‘VEHICLE STENCILS’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1990 Repair ‘VEHICLE STENCILS’.
06.06.1990 Repair ‘WHEEL SET’.
06.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘COUPLER COMPLETE’.
17.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.12.1990 Repair ‘VEHICLE STENCILS’.
04.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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13.05.1991 Repair ‘SIDE BEARER’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Repair ‘YOKE COMPLETE’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
17.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1991 Repair ‘VEHICLE STENCILS’.
17.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.05.1992 Repair ‘VEHICLE STENCILS’.
27.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.02.1993 Repair ‘SIDE BEARER’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRANCH PIPE’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.02.1993 Repair ‘VEHICLE STENCILS’.
23.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘COUPLER COMPLETE’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘VEHICLE STENCILS’.
05.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 96 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 97

Details: wagon ‘ROQF 97 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 27.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.03.1996
Due Triple Valve: 13.02.1993
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 25.11.1993
Last Lift: 10.01.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1990 Repair ‘VEHICLE STENCILS’.
24.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
12.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 97 L’
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14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM
HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
18.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1990 Repair ‘EMPTY LOAD VALVE’.
10.12.1990 Repair ‘END HOSE’.
10.12.1990 Repair ‘TRAIN PIPE (END)’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 97 L’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1991 Repair ‘VEHICLE STENCILS’.
05.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BOLSTER’.
15.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.05.1991 Repair ‘BOGIE SIDEFRAME’.
15.05.1991 Repair ‘BOGIE WEAR PLATES’.
15.05.1991 Repair ‘VEHICLE STENCILS’.
15.05.1991 Repair ‘WHEEL SET’.
15.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.02.1992 Repair ‘VEHICLE STENCILS’.
10.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER COMPLETE’.
04.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘VEHICLE STENCILS’.
04.06.1992 Repair ‘YOKE COMPLETE’.
04.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BOLSTER’.
23.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
23.11.1993 Repair ‘BOGIE SIDEFRAME’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘STEP’.
23.11.1993 Repair ‘VEHICLE RECLASSIFY’.
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23.11.1993 Repair ‘VEHICLE STENCILS’.
23.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
24.11.1993 Repair ‘VEHICLE RECLASSIFY’.
24.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
30.11.1993 Repair ‘VEHICLE RECLASSIFY’.
30.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 97 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AOQF 97 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 98

Details: wagon ‘ROQF 98 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 27.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.2 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 11.06.1992
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 18.02.1993
Last Lift: 01.01.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1989 Repair ‘VEHICLE STENCILS’.
14.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.03.1990 Repair ‘VEHICLE STENCILS’.
05.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.04.1990 Repair ‘VEHICLE STENCILS’.
26.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER COMPLETE’.
14.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Repair ‘TRAIN PIPE’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.03.1991 Repair ‘DOOR COMPLETE’.
04.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1991 Repair ‘SIDE BEARER’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
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04.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE SPRING’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘VEHICLE STENCILS’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 98 U’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE LEVER’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘FLOOR SHEETING’.
15.04.1992 Repair ‘YOKE COMPLETE’.
15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 98 U’
17.12.1992 Repair ‘FLOOR SHEETING’.
17.12.1992 Repair ‘VEHICLE COMPLETE’.
17.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 98 U’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BRAKE LEVER’.
12.02.1993 Repair ‘FLOOR COMPLETE’.
12.02.1993 Repair ‘WHEEL SET’.
12.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 98 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE RECLASSIFY’.
08.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 98 U’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 99

Details: wagon ‘ROQF 99 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 30.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.2 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.03.1996
Due Triple Valve: 21.04.1994
Last Brake Cylinder: 21.04.1993
Last Single Car Test: 14.09.1993
Last Lift: 05.09.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE COMPLETE’.
22.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1990 Repair ‘TOP CENTRE PLATE’.
22.05.1990 Repair ‘VEHICLE STENCILS’.
22.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘VEHICLE STENCILS’.
07.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘VEHICLE STENCILS’.
21.11.1990 Repair ‘WEAR PLATES & SADDLES’.
21.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.02.1991 Repair ‘COUPLER COMPLETE’.
27.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘SIDE BEARER’.
27.02.1991 Repair ‘VEHICLE STENCILS’.
27.02.1991 Repair ‘WEAR PLATES & SADDLES’.
27.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRANCH PIPE’.
13.05.1991 Repair ‘VEHICLE STENCILS’.
13.05.1991 Repair ‘YOKE COMPLETE’.
13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘DRAFT GEAR POCKET’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.02.1992 Repair ‘VEHICLE STENCILS’.
05.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.04.1993 Repair ‘HANDBRAKE HANDLE’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Repair ‘VEHICLE STENCILS’.
13.04.1993 Repair ‘WEAR PLATES & SADDLES’.
13.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRAKE BLOCK RB95’.
31.05.1993 Repair ‘BRANCH PIPE’.
31.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
31.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
09.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘VEHICLE STENCILS’.
09.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘COUPLER COMPLETE’.
15.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 99 K’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 99 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 100

Details: wagon ‘ROQF 100 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-14
Date Built: 30.05.1963
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO
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Capacity of 59.2 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.07.1996
Due Triple Valve: 04.05.1995
Last Brake Cylinder: 04.05.1994
Last Single Car Test: 04.05.1994
Last Lift: 08.01.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.11.1988 Alteration complete ‘FIT MINER 6679-2 CONVENTIONAL POWER HAND
BRAKES TO ‘AOQF/AOQY’ WAGONS. HANDBRAKES EX ‘OBF’ WAGONS.
‘AOQF/AOQY’ 1 TO 100. (RS4356)’.

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BEARINGS’.
15.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Repair ‘WHEEL SET’.
15.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
14.06.1990 Alteration complete ‘REMOVE WELDED LINKS AND SPLIT LINKS FROM

HANDBRAKE CHAINS. FIT HERCALLOY HAMMERLOCK LINKS AS REQUIRED.
AOQF. (RS2001)’.

06.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1991 Repair ‘HANDBRAKE HANDLE’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
29.07.1991 Repair ‘WHEEL SET’.
29.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRANCH PIPE’.
19.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.05.1992 Repair ‘VEHICLE STENCILS’.
19.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.05.1992 Repair ‘VEHICLE STENCILS’.
26.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.09.1992 Repair ‘BOGIE COMPLETE’.
14.09.1992 Repair ‘VEHICLE STENCILS’.
14.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘VEHICLE STENCILS’.
13.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.05.1993 Repair ‘COUPLER COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
12.05.1993 Repair ‘VEHICLE STENCILS’.
12.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Repair ‘SIDE BEARER’.
18.08.1993 Repair ‘VEHICLE STENCILS’.
18.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘VEHICLE STENCILS’.
20.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
30.11.1993 Repair ‘VEHICLE RECLASSIFY’.
30.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1994 Repair ‘BRAKE BLOCK RB95’.
20.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE STENCILS’.
20.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 100 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

07.07.1995 Repair ‘VEHICLE COMPLETE’.
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07.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 101

Details: wagon ‘ROQF 101 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 13.12.1995
Last Brake Cylinder: 29.08.1989
Last Single Car Test: 02.11.1993
Last Lift: 28.07.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘VEHICLE STENCILS’.
25.08.1989 Repair ‘WEAR PLATES & SADDLES’.
25.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 101 L’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘VEHICLE STENCILS’.
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12.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 101 L’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE LEVER’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1992 Repair ‘STEP’.
15.10.1992 Repair ‘TOP CENTRE PLATE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 101 L’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 101 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BEARERS’.
29.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1993 Repair ‘VEHICLE RECLASSIFY’.
29.10.1993 Repair ‘VEHICLE STENCILS’.
29.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 101 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 101 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 102

Details: wagon ‘ROQF 102 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.12.1994
Due Triple Valve: 12.05.1997
Last Brake Cylinder: 13.02.1992
Last Single Car Test: 02.09.1993
Last Lift: 19.07.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1989 Repair ‘VEHICLE STENCILS’.
12.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 102 Q’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 102 Q’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 102 Q’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 102 Q’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘VEHICLE STENCILS’.
15.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 102 Q’
22.07.1991 Repair ‘COUPLER COMPLETE’.
22.07.1991 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 102 Q’
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10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.02.1992 Repair ‘VEHICLE STENCILS’.
10.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 102 Q’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘GRADE CONTROL VALVE’.
27.08.1993 Repair ‘TOP CENTRE PLATE’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 102 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 102 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 104

Details: wagon ‘ROQF 104 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO
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Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.08.1996
Last Brake Cylinder: 14.06.1990
Last Single Car Test: 14.09.1993
Last Lift: 17.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘END BRAKE COCK’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Repair ‘VEHICLE STENCILS’.
08.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 104 P’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Repair ‘WEAR PLATES & SADDLES’.
07.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 104 P’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 104 P’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘END HOSE’.
08.05.1991 Repair ‘SIDE BEARER’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Repair ‘WEAR PLATES & SADDLES’.
08.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 104 P’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘VEHICLE STENCILS’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 104 P’
26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 104 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 104 P’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,
INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 105

11.04.1995 Reclassified from wagon ‘ROQF 105 Y’ to ’ wagon ‘ROHF 105 K’.

ROQF 106

Details: wagon ‘ROQF 106 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.12.1995
Last Brake Cylinder: 12.07.1989
Last Single Car Test: 06.11.1992
Last Lift: 21.09.1983
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14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘STRIKING CASTING’.
11.07.1989 Repair ‘TOP CENTRE PLATE’.
11.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 106 G’
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘VEHICLE STENCILS’.
14.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 106 G’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE PIN’.
06.03.1990 Repair ‘VEHICLE STENCILS’.
06.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 106 G’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1990 Repair ‘VEHICLE STENCILS’.
26.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 106 G’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 106 G’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.05.1991 Repair ‘HANDBRAKE HANDLE’.
08.05.1991 Repair ‘SIDE BEARER’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Repair ‘WEAR PLATES & SADDLES’.
08.05.1991 Repair ‘WHEEL SET’.
08.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 106 G’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRANCH PIPE’.
14.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1992 Repair ‘VEHICLE STENCILS’.
14.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 106 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 106 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
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07.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 107

Details: wagon ‘ROQF 107 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.02.1996
Last Brake Cylinder: 23.07.1991
Last Single Car Test: 24.03.1992
Last Lift: 30.04.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
28.08.1989 Repair ‘WEAR PLATES & SADDLES’.
28.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 107 P’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.09.1990 Repair ‘VEHICLE STENCILS’.
03.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 107 P’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BEARERS’.
05.04.1991 Repair ‘END FRAME MEMBER’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
05.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 107 P’
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22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 107 P’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Repair ‘WEAR PLATES & SADDLES’.
16.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 107 P’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE COMPLETE’.
16.03.1992 Repair ‘VEHICLE STENCILS’.
16.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 107 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 107 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 108

25.04.1995 Reclassified from wagon ‘ROQF 108 S’ to ’ wagon ‘ROHF 108 Y’.

ROQF 110

12.04.1995 Reclassified from wagon ‘ROQF 110 A’ to ’ wagon ‘ROHF 110 T’.

ROQF 112

26.04.1995 Reclassified from wagon ‘ROQF 112 S’ to ’ wagon ‘ROHF 112 Y’.

ROQF 113

Details: wagon ‘ROQF 113 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 03.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.04.1996
Last Single Car Test: 20.05.1993
Last Lift: 13.04.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BRANCH PIPE’.
02.03.1990 Repair ‘VEHICLE STENCILS’.
02.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 113 Y’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1990 Repair ‘VEHICLE STENCILS’.
15.08.1990 Repair ‘WEAR PLATES & SADDLES’.
15.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 113 Y’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1991 Repair ‘SIDE BEARER’.
19.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 113 Y’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BEARINGS’.
27.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1991 Repair ‘VEHICLE STENCILS’.
27.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 113 Y’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘SIDE BEARER’.
18.05.1993 Repair ‘VEHICLE STENCILS’.
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18.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 113 Y’
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 113 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

10.08.1994 Repair ‘VEHICLE RECLASSIFY’.
10.08.1994 Issued at location ‘Broken Hill’ with a previous code of wagon ‘AOCF 113 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 113 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 114

20.09.1996 Reclassified from wagon ‘ROQF 114 N’ to ’ wagon ‘ROHF 114 J’.

ROQF 115

Details: wagon ‘ROQF 115 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 08.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO
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Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.09.1995
Due Triple Valve: 22.09.1989
Last Brake Cylinder: 16.11.1990
Last Single Car Test: 29.06.1993
Last Lift: 17.08.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘VEHICLE STENCILS’.
02.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1990 Repair ‘VEHICLE STENCILS’.
09.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘SIDE BEARER’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
17.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
10.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1991 Repair ‘END FRAME MEMBER’.
12.09.1991 Repair ‘VEHICLE STENCILS’.
12.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARINGS’.
02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘VEHICLE STENCILS’.
02.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BEARINGS’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘VEHICLE STENCILS’.
23.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
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28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO
‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 115 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 115 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 116

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1990 Repair ‘VEHICLE STENCILS’.
10.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 116 Y’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘VEHICLE STENCILS’.
12.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘STEP’.
25.10.1990 Repair ‘VEHICLE STENCILS’.
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
13.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1990 Repair ‘VEHICLE STENCILS’.
13.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.01.1991 Repair ‘BOGIE SIDEFRAME’.
07.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BEARINGS’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Repair ‘BRANCH PIPE’.
05.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.07.1991 Repair ‘VEHICLE STENCILS’.
05.07.1991 Repair ‘WHEEL SET’.
05.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BRAKE PIN’.
27.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
27.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 116 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 116 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

07.04.1995 Reclassified from wagon ‘ROQF 116 X’ to ’ wagon ‘ROHF 116 E’.

ROQF 117

08.05.1995 Reclassified from wagon ‘ROQF 117 R’ to ’ wagon ‘ROHF 117 N’.

ROQF 119

07.04.1995 Reclassified from wagon ‘ROQF 119 M’ to ’ wagon ‘ROHF 119 X’.

ROQF 120

Details: wagon ‘ROQF 120 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.07.1996
Due Triple Valve: 21.09.1989
Last Triple Valve: 11.08.1988
Last Brake Cylinder: 30.06.1992
Last Single Car Test: 07.12.1993
Last Lift: 11.04.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE SPRING’.
19.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1990 Repair ‘VEHICLE STENCILS’.
19.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 120 Y’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE SPRING’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 120 Y’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE SPRING’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 120 Y’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1992 Repair ‘VEHICLE STENCILS’.
25.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 120 Y’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
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03.12.1993 Repair ‘VEHICLE STENCILS’.
03.12.1993 Repair ‘WHEEL SET’.
03.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 120 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 120 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 121

20.09.1996 Reclassified from wagon ‘ROQF 121 R’ to ’ wagon ‘ROHF 121 N’.

ROQF 123

20.09.1996 Reclassified from wagon ‘ROQF 123 M’ to ’ wagon ‘ROHF 123 X’.

ROQF 125

16.01.1997 Reclassified from wagon ‘ROQF 125 H’ to ’ wagon ‘ROHF 125 D’.

ROQF 126

27.04.1995 Reclassified from wagon ‘ROQF 126 Q’ to ’ wagon ‘ROHF 126 M’.

ROQF 127

Details: wagon ‘ROQF 127 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-13
Date Built: 24.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.01.1996
Last Brake Cylinder: 22.01.1992
Last Single Car Test: 22.01.1992
Last Lift: 27.06.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.09.1989 Repair ‘BRAKE PIN’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
18.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 127 X’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 127 X’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 127 X’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE SPRING’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
17.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 127 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 127 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 129

09.05.1995 Reclassified from wagon ‘ROQF 129 U’ to ’ wagon ‘ROHF 129 Q’.

ROQF 130

01.02.1997 Reclassified from wagon ‘ROQF 130 Q’ to ’ wagon ‘ROHF 130 M’.

ROQF 132

Details: wagon ‘ROQF 132 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.03.1996
Last Brake Cylinder: 23.07.1993
Last Single Car Test: 02.09.1993

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1990 Repair ‘TOP CENTRE PLATE’.
09.05.1990 Repair ‘VEHICLE STENCILS’.
09.05.1990 Repair ‘WHEEL SET’.
09.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 132 R’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 132 R’
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01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BOGIE COMPLETE’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.09.1993 Repair ‘TOP CENTRE PLATE’.
01.09.1993 Repair ‘TRAIN PIPE (END)’.
01.09.1993 Repair ‘TRAIN PIPE’.
01.09.1993 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Repair ‘WEAR PLATES & SADDLES’.
01.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 132 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 132 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 135

20.09.1996 Reclassified from wagon ‘ROQF 135 P’ to ’ wagon ‘ROHF 135 L’.

ROQF 136

Details: wagon ‘ROQF 136 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 25.07.1969
Operating System: AN
Intended Use: ORE
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Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.07.1996
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 07.06.1993
Last Lift: 30.09.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1990 Repair ‘VEHICLE STENCILS’.
29.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
16.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘VEHICLE STENCILS’.
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘BRAKE BLOCK RB95’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.03.1991 Repair ‘SIDE BEARER’.
05.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BEARINGS’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘VEHICLE STENCILS’.
16.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

15967



2. TIMS GROUP INFORMATION - WAGONS

02.06.1993 Repair ‘BOGIE COMPLETE’.
02.06.1993 Repair ‘COUPLER COMPLETE’.
02.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.06.1993 Repair ‘VEHICLE STENCILS’.
02.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 136 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 138

Details: wagon ‘ROQF 138 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.08.1969
Operating System: AN
Intended Use: ORE
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Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.07.1996
Due Triple Valve: 19.01.1989
Last Brake Cylinder: 27.09.1990
Last Single Car Test: 27.09.1990
Last Lift: 01.11.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1990 Repair ‘VEHICLE STENCILS’.
24.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 138 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 138 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 139

20.09.1996 Reclassified from wagon ‘ROQF 139 F’ to ’ wagon ‘ROHF 139 B’.

ROQF 140

12.04.1995 Reclassified from wagon ‘ROQF 140 B’ to ’ wagon ‘ROHF 140 U’.

ROQF 142

10.04.1995 Reclassified from wagon ‘ROQF 142 T’ to ’ wagon ‘ROHF 142 P’.
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ROQF 143

09.05.1995 Reclassified from wagon ‘ROQF 143 F’ to ’ wagon ‘ROHF 143 B’.

ROQF 144

16.01.1997 Reclassified from wagon ‘ROQF 144 Y’ to ’ wagon ‘ROHF 144 K’.

ROQF 145

20.09.1996 Reclassified from wagon ‘ROQF 145 A’ to ’ wagon ‘ROHF 145 T’.

ROQF 147

Details: wagon ‘ROQF 147 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.05.1996
Due Triple Valve: 01.10.1990
Last Triple Valve: 03.06.1991
Last Brake Cylinder: 16.02.1993
Last Single Car Test: 02.04.1993
Last Lift: 14.04.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1990 Repair ‘VEHICLE STENCILS’.
09.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 147 F’
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09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘HANDBRAKE HANDLE’.
09.10.1990 Repair ‘VEHICLE STENCILS’.
09.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 147 F’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘BRAKE PULL ROD’.
29.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.05.1991 Repair ‘COUPLER COMPLETE’.
29.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.05.1991 Repair ‘SIDE BEARER’.
29.05.1991 Repair ‘TRAIN PIPE’.
29.05.1991 Repair ‘YOKE COMPLETE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 147 F’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Repair ‘VEHICLE STENCILS’.
11.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 147 F’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.03.1993 Repair ‘VEHICLE STENCILS’.
24.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 147 F’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 147 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 147 F’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
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22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 148

03.05.1995 Reclassified from wagon ‘ROQF 148 E’ to ’ wagon ‘ROHF 148 A’.

ROQF 149

Details: wagon ‘ROQF 149 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 07.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.07.1996
Last Brake Cylinder: 14.01.1993
Last Single Car Test: 14.01.1993

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

06.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘AOCF 149 A’
07.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 150

Details: wagon ‘ROQF 150 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 07.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 14.12.1995
Last Triple Valve: 05.11.1992
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 14.09.1993
Last Lift: 04.09.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘COUPLER COMPLETE’.
10.08.1990 Repair ‘VEHICLE STENCILS’.
10.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 150 T’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BOGIE COMPLETE’.
22.08.1991 Repair ‘COUPLER COMPLETE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.08.1991 Repair ‘SIDE BEARER’.
22.08.1991 Repair ‘YOKE COMPLETE’.
22.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 150 T’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘AXLEBOX’.
16.09.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 150 T’
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27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE LEVER’.
27.10.1992 Repair ‘BRANCH PIPE’.
27.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘DRAFT GEAR POCKET’.
27.10.1992 Repair ‘FLOOR SUPPORT’.
27.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1992 Repair ‘ISOLATING COCK’.
27.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1992 Repair ‘TRAIN PIPE (END)’.
27.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 150 T’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BRAKE PULL ROD’.
14.01.1993 Repair ‘EMPTY LOAD VALVE’.
14.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
14.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 150 T’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
09.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
09.09.1993 Repair ‘VEHICLE STENCILS’.
09.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 150 T’
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 150 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 150 T’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
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ROQF 151

Details: wagon ‘ROQF 151 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 07.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.07.1996
Last Brake Cylinder: 24.04.1989
Last Single Car Test: 06.11.1992
Last Lift: 26.11.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.11.1989 Repair ‘VEHICLE STENCILS’.
01.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRANCH PIPE’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 151 B’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
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02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘END BRAKE COCK’.
02.08.1990 Repair ‘VEHICLE STENCILS’.
02.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BRANCH PIPE’.
22.05.1991 Repair ‘SIDE BEARER’.
22.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Repair ‘COUPLER COMPLETE’.
27.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.05.1991 Repair ‘TOP CENTRE PLATE’.
27.05.1991 Repair ‘TRAIN PIPE’.
27.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 151 B’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE PIN’.
21.08.1991 Repair ‘VEHICLE STENCILS’.
21.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1992 Repair ‘VEHICLE STENCILS’.
02.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE SPRING’.
06.03.1992 Repair ‘VEHICLE STENCILS’.
06.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘VEHICLE STENCILS’.
13.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 151 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 151 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
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20.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 152

20.09.1996 Reclassified from wagon ‘ROQF 152 E’ to ’ wagon ‘ROHF 152 A’.

ROQF 153

01.02.1997 Reclassified from wagon ‘ROQF 153 N’ to ’ wagon ‘ROHF 153 J’.

ROQF 154

25.04.1995 Reclassified from wagon ‘ROQF 154 W’ to ’ wagon ‘ROHF 154 S’.

ROQF 155

Details: wagon ‘ROQF 155 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.07.1996
Last Brake Cylinder: 03.06.1992
Last Single Car Test: 12.08.1992
Last Lift: 12.07.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

29.08.1990 Repair ‘TOP CENTRE PLATE’.
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29.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘SIDE BEARER’.
15.10.1990 Repair ‘TOP CENTRE PLATE’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 155 Y’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘END FRAME MEMBER’.
20.03.1991 Repair ‘END HOSE’.
20.03.1991 Repair ‘SIDE BEARER’.
20.03.1991 Repair ‘VEHICLE STENCILS’.
20.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘END FRAME MEMBER’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘END FRAME MEMBER’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘VEHICLE STENCILS’.
12.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 155 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 155 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

07.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
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03.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 159

Details: wagon ‘ROQF 159 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.08.1996
Last Brake Cylinder: 02.07.1992
Last Single Car Test: 14.04.1993
Last Lift: 31.07.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE SPRING’.
12.07.1990 Repair ‘BRAKE BLOCK RB95’.
12.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Repair ‘VEHICLE STENCILS’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 159 E’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
16.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 159 E’
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05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE COMPLETE’.
05.03.1991 Repair ‘COUPLER COMPLETE’.
05.03.1991 Repair ‘TOP CENTRE PLATE’.
05.03.1991 Repair ‘VEHICLE STENCILS’.
05.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 159 E’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRAKE LEVER’.
26.06.1991 Repair ‘BRAKE PULL ROD’.
26.06.1991 Repair ‘TOP CENTRE PLATE’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 159 E’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1992 Repair ‘SIDE BEARER’.
29.06.1992 Repair ‘VEHICLE STENCILS’.
29.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 159 E’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘BRAKE PIN’.
06.04.1993 Repair ‘VEHICLE STENCILS’.
06.04.1993 Repair ‘WHEEL SET’.
06.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 159 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 159 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 160

16.01.1997 Reclassified from wagon ‘ROQF 160 R’ to ’ wagon ‘ROHF 160 N’.
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ROQF 161

Details: wagon ‘ROQF 161 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 17.07.1996
Last Brake Cylinder: 24.03.1992
Last Single Car Test: 26.08.1993
Last Lift: 11.04.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER COMPLETE’.
14.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1990 Repair ‘VEHICLE STENCILS’.
14.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 161 N’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER COMPLETE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
10.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 161 N’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
20.11.1991 Repair ‘SIDE BEARER’.
20.11.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 161 N’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
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19.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 161 N’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.08.1993 Repair ‘VEHICLE STENCILS’.
13.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 161 N’
15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 161 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
21.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 161 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 162

20.09.1996 Reclassified from wagon ‘ROQF 162 M’ to ’ wagon ‘ROHF 162 X’.

ROQF 166

05.05.1995 Reclassified from wagon ‘ROQF 166 C’ to ’ wagon ‘ROHF 166 V’.

ROQF 167

Details: wagon ‘ROQF 167 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.08.1996
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 11.01.1994
Last Single Car Test: 15.02.1994
Last Lift: 18.07.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

12.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.06.1990 Repair ‘COUPLER COMPLETE’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOCF 167 V’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE COMPLETE’.
13.12.1990 Repair ‘BRAKE PULL ROD’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘END HOSE’.
13.12.1990 Repair ‘SIDE BEARER’.
13.12.1990 Repair ‘TOP CENTRE PLATE’.
13.12.1990 Repair ‘TRAIN PIPE’.
13.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 167 V’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
27.07.1992 Repair ‘BOGIE BEARINGS’.
27.07.1992 Repair ‘VEHICLE STENCILS’.
27.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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04.01.1993 Repair ‘VEHICLE STENCILS’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BEARERS’.
15.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
15.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
10.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1994 Repair ‘BOGIE WEAR PLATES’.
10.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
10.02.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.02.1994 Repair ‘COUPLER KNUCKLE’.
10.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.02.1994 Repair ‘VEHICLE STENCILS’.
10.02.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 167 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 168

Details: wagon ‘ROQF 168 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.01.1996
Last Brake Cylinder: 28.09.1989
Last Single Car Test: 24.06.1993
Last Lift: 01.04.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.
22.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1989 Repair ‘VEHICLE STENCILS’.
22.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘VEHICLE STENCILS’.
13.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 168 H’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘TOP CENTRE PLATE’.
02.04.1991 Repair ‘YOKE COMPLETE’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE COMPLETE’.
27.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1991 Repair ‘TOP CENTRE PLATE’.
27.08.1991 Repair ‘TRAIN PIPE (END)’.
27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 168 H’
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27.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOCF 168 H’

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRAKE BLOCK RB95’.
15.10.1991 Repair ‘SIDE BEARER’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BEARINGS’.
22.04.1993 Repair ‘BOGIE SPRING’.
22.04.1993 Repair ‘SIDE BEARER’.
22.04.1993 Repair ‘VEHICLE STENCILS’.
22.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘SIDE BEARER’.
22.06.1993 Repair ‘VEHICLE STENCILS’.
22.06.1993 Repair ‘WHEEL SET’.
22.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.11.1993 Repair ‘VEHICLE RECLASSIFY’.
18.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 168 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 169

20.09.1996 Reclassified from wagon ‘ROQF 169 G’ to ’ wagon ‘ROHF 169 C’.

ROQF 170

Details: wagon ‘ROQF 170 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX SO;STORED PBH
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.12.1995
Last Triple Valve: 30.03.1993
Last Single Car Test: 30.03.1993
Last Lift: 04.03.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

03.09.1992 Repair ‘VEHICLE COMPLETE’.
03.09.1992 Repair ‘VEHICLE STENCILS’.
03.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 170 X’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘VEHICLE STENCILS’.
30.10.1992 Repair ‘WHEEL SET’.
30.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 170 X’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BRAKE CONTROL PIPE’.
08.03.1993 Repair ‘BRAKE PULL ROD’.
08.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘SIDE BEARER’.
08.03.1993 Repair ‘TOP CENTRE PLATE’.
08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 170 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOQF 170 X’
03.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AOQF 170 X’
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06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,
INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 171

03.05.1995 Reclassified from wagon ‘ROQF 171 L’ to ’ wagon ‘ROHF 171 H’.

ROQF 172

Details: wagon ‘ROQF 172 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.09.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 23.01.1996
Last Triple Valve: 16.10.1989
Last Brake Cylinder: 21.07.1993
Last Single Car Test: 08.11.1993
Last Lift: 05.09.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15988



2.698. Wagon classification starting with ‘ROQ’

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘TOP CENTRE PLATE’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Repair ‘WHEEL SET’.
13.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
11.10.1989 Repair ‘BOGIE BEARERS’.
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1989 Repair ‘SIDE BEARER’.
11.10.1989 Repair ‘TOP CENTRE PLATE’.
11.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 172 H’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Repair ‘WHEEL SET’.
13.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Repair ‘WEAR PLATES & SADDLES’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
17.08.1990 Repair ‘WEAR PLATES & SADDLES’.
17.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘VEHICLE STENCILS’.
04.09.1990 Repair ‘WEAR PLATES & SADDLES’.
04.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘DRAFT GEAR POCKET’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘BRAKE LEVER’.
02.07.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.07.1991 Repair ‘SIDE BEARER’.
02.07.1991 Repair ‘STEP’.
02.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 172 H’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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03.07.1991 Repair ‘SIDE BEARER’.
03.07.1991 Repair ‘VEHICLE STENCILS’.
03.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE SPRING’.
04.01.1993 Repair ‘VEHICLE STENCILS’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1993 Repair ‘SIDE BEARER’.
16.07.1993 Repair ‘VEHICLE STENCILS’.
16.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.08.1993 Repair ‘VEHICLE STENCILS’.
18.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Repair ‘VEHICLE STENCILS’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 172 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 173

01.05.1995 Reclassified from wagon ‘ROQF 173 G’ to ’ wagon ‘ROHF 173 C’.
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ROQF 175

Details: wagon ‘ROQF 175 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 27.03.1996
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 15.11.1993
Last Lift: 18.09.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1990 Repair ‘VEHICLE STENCILS’.
26.06.1990 Repair ‘WHEEL SET’.
26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘END FRAME MEMBER’.
18.06.1991 Repair ‘SIDE BEARER’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1991 Repair ‘END FRAME MEMBER’.
05.08.1991 Repair ‘SIDE BEARER’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
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14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BEARINGS’.
14.07.1992 Repair ‘GRADE CONTROL VALVE’.
14.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘VEHICLE STENCILS’.
25.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE COMPLETE’.
23.06.1993 Repair ‘VEHICLE STENCILS’.
23.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 175 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 175 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 177

20.09.1996 Reclassified from wagon ‘ROQF 177 T’ to ’ wagon ‘ROHF 177 P’.

ROQF 178

Details: wagon ‘ROQF 178 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.05.1996
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 10.12.1992

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘VEHICLE STENCILS’.
24.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BEARINGS’.
18.04.1991 Repair ‘END FRAME MEMBER’.
18.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1991 Repair ‘SIDE BEARER’.
18.04.1991 Repair ‘VEHICLE STENCILS’.
18.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘END FRAME MEMBER’.
07.05.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
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13.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘TANK WAG. STRAPS’.
23.05.1991 Repair ‘VEHICLE STENCILS’.
23.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘END FRAME MEMBER’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘VEHICLE STENCILS’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 178 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 178 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 179

20.09.1996 Reclassified from wagon ‘ROQF 179 Y’ to ’ wagon ‘ROHF 179 K’.

ROQF 180

20.09.1996 Reclassified from wagon ‘ROQF 180 K’ to ’ wagon ‘ROHF 180 G’.

ROQF 181

Details: wagon ‘ROQF 181 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
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Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.07.1995
Last Brake Cylinder: 25.01.1994
Last Single Car Test: 25.01.1994
Last Lift: 24.05.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.09.1990 Repair ‘VEHICLE STENCILS’.
03.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 181 C’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE COMPLETE’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 181 C’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 181 C’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘SIDE BEARER’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 181 C’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE SPRING’.
13.03.1991 Repair ‘SIDE BEARER’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 181 C’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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21.01.1994 Repair ‘VEHICLE STENCILS’.
21.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 181 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 181 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

18.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 182

Details: wagon ‘ROQF 182 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 06.08.1996
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 01.04.1978

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Repair ‘BRAKE PIN’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
19.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 182 L’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘VEHICLE STENCILS’.
10.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 182 L’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 182 L’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1991 Repair ‘EMPTY LOAD VALVE’.
12.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1991 Repair ‘SIDE BEARER’.
12.09.1991 Repair ‘VEHICLE STENCILS’.
12.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 182 L’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 182 L’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.10.1993 Repair ‘VEHICLE STENCILS’.
21.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 182 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 182 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
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06.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 183

Details: wagon ‘ROQF 183 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.12.1995
Last Brake Cylinder: 03.06.1992
Last Single Car Test: 18.08.1993
Last Lift: 10.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘TOP CENTRE PLATE’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE LEVER’.
03.05.1990 Repair ‘BRAKE PIN’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
03.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.05.1990 Repair ‘END BRAKE COCK’.
03.05.1990 Repair ‘SIDE BEARER’.
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03.05.1990 Repair ‘TOP CENTRE PLATE’.
03.05.1990 Repair ‘TRAIN PIPE (END)’.
03.05.1990 Repair ‘WEAR PLATES & SADDLES’.
03.05.1990 Repair ‘YOKE COMPLETE’.
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 183 U’
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 183 U’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1990 Repair ‘VEHICLE STENCILS’.
13.07.1990 Repair ‘WEAR PLATES & SADDLES’.
13.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘STEP’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
13.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘VEHICLE STENCILS’.
10.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BEARINGS’.
11.12.1990 Repair ‘VEHICLE STENCILS’.
11.12.1990 Repair ‘WHEEL SET’.
11.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BRAKE PIN’.
04.06.1991 Repair ‘TOP CENTRE PLATE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BEARINGS’.
12.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.08.1993 Repair ‘SIDE BEARER’.
12.08.1993 Repair ‘VEHICLE STENCILS’.
12.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 183 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
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03.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon
‘AOQF 183 U’

06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,
INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

01.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 185

08.05.1995 Reclassified from wagon ‘ROQF 185 J’ to ’ wagon ‘ROHF 185 F’.

ROQF 186

Details: wagon ‘ROQF 186 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.12.1995
Last Triple Valve: 04.07.1991
Last Brake Cylinder: 11.03.1992
Last Single Car Test: 22.11.1993
Last Lift: 29.03.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BRAKE BLOCK RB95’.
04.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Repair ‘WHEEL SET’.
04.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 186 F’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BRAKE PULL ROD’.
03.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1991 Repair ‘SIDE BEARER’.
03.07.1991 Repair ‘TOP CENTRE PLATE’.
03.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 186 F’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.08.1991 Repair ‘SIDE BEARER’.
05.08.1991 Repair ‘VEHICLE STENCILS’.
05.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 186 F’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BRAKE LEVER’.
28.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.02.1992 Repair ‘VEHICLE STENCILS’.
28.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 186 F’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BEARERS’.
18.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.11.1993 Repair ‘BRAKE BLOCK RB95’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
18.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 186 F’
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19.11.1993 Repair ‘VEHICLE RECLASSIFY’.
19.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 186 F’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 186 F’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 187

27.04.1995 Reclassified from wagon ‘ROQF 187 E’ to ’ wagon ‘ROHF 187 A’.

ROQF 188

Details: wagon ‘ROQF 188 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 29.05.1996
Last Brake Cylinder: 23.04.1993
Last Single Car Test: 01.12.1993
Last Lift: 01.05.1978
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1990 Repair ‘TOP CENTRE PLATE’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 188 A’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘BRAKE PULL ROD’.
17.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘SIDE BEARER’.
17.10.1990 Repair ‘TOP CENTRE PLATE’.
17.10.1990 Repair ‘TRAIN PIPE’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 188 A’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE PIN’.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘VEHICLE STENCILS’.
04.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 188 A’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘SIDE BEARER’.
25.07.1991 Repair ‘VEHICLE STENCILS’.
25.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 188 A’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE COMPLETE’.
21.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1993 Repair ‘VEHICLE STENCILS’.
21.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 188 A’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 188 A’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1993 Repair ‘VEHICLE STENCILS’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 188 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
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07.02.1995 Repair ‘VEHICLE RECLASSIFY’.
07.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 188 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 189

09.05.1995 Reclassified from wagon ‘ROQF 189 W’ to ’ wagon ‘ROHF 189 S’.

ROQF 191

09.05.1995 Reclassified from wagon ‘ROQF 191 E’ to ’ wagon ‘ROHF 191 A’.

ROQF 192

Details: wagon ‘ROQF 192 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
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BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 23.05.1996
Last Brake Cylinder: 12.07.1989
Last Single Car Test: 25.01.1991
Last Lift: 07.11.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
11.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 192 T’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BRANCH PIPE’.
08.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 192 T’
15.02.1991 Repair ‘SIDE BEARER’.
15.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 192 T’
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘VEHICLE STENCILS’.
18.11.1992 Repair ‘WHEEL SET’.
18.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 192 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 192 T’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 193

Details: wagon ‘ROQF 193 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 29.08.1996
Last Brake Cylinder: 06.12.1989
Last Single Car Test: 18.11.1993
Last Lift: 10.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Repair ‘TOP CENTRE PLATE’.
27.11.1989 Repair ‘VEHICLE STENCILS’.
27.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 193 J’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BOGIE BEARERS’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 193 J’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BEARINGS’.
13.08.1993 Repair ‘TOP CENTRE PLATE’.
13.08.1993 Repair ‘WHEEL SET’.
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13.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 193 J’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BODY COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BRAKE PULL ROD’.
28.10.1993 Repair ‘COUPLER COMPLETE’.
28.10.1993 Repair ‘DISCHARGE DOOR’.
28.10.1993 Repair ‘TOP CENTRE PLATE’.
28.10.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 193 J’
02.11.1993 Repair ‘VEHICLE RECLASSIFY’.
02.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 193 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 193 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 194

11.04.1995 Reclassified from wagon ‘ROQF 194 X’ to ’ wagon ‘ROHF 194 E’.

ROQF 196

Details: wagon ‘ROQF 196 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 16.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.12.1995
Last Single Car Test: 25.10.1993
Last Lift: 08.03.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1991 Repair ‘SIDE BEARER’.
20.08.1991 Repair ‘STEP’.
20.08.1991 Repair ‘TOP CENTRE PLATE’.
20.08.1991 Repair ‘TRAIN PIPE (END)’.
20.08.1991 Repair ‘YOKE COMPLETE’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 196 N’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BRAKE SPRING’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘VEHICLE STENCILS’.
27.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 196 N’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 196 N’
26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 196 N’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.
AOCF ALL (RS4882)’. New class: ‘ROCF’.

17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 196 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 197

Details: wagon ‘ROQF 197 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 16.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.03.1996
Last Brake Cylinder: 28.10.1991
Last Single Car Test: 28.10.1991
Last Lift: 01.02.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE SPRING’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘VEHICLE STENCILS’.
08.05.1990 Repair ‘WHEEL SET’.
08.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 197 S’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘VEHICLE STENCILS’.
04.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 197 S’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 197 S’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1991 Repair ‘SIDE BEARER’.
25.10.1991 Repair ‘VEHICLE STENCILS’.
25.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 197 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 197 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 198

28.04.1995 Reclassified from wagon ‘ROQF 198 V’ to ’ wagon ‘ROHF 198 R’.

ROQF 199

01.05.1995 Reclassified from wagon ‘ROQF 199 H’ to ’ wagon ‘ROHF 199 D’.

ROQF 200

03.05.1995 Reclassified from wagon ‘ROQF 200 W’ to ’ wagon ‘ROHF 200 S’.
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ROQF 202

Details: wagon ‘ROQF 202 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.07.1996
Last Brake Cylinder: 09.04.1991
Last Single Car Test: 01.12.1993
Last Lift: 01.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BEARINGS’.
19.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘SIDE BEARER’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Repair ‘WHEEL SET’.
19.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 202 E’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE SPRING’.
21.05.1991 Repair ‘END BRAKE COCK’.
21.05.1991 Repair ‘VEHICLE STENCILS’.
21.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 202 E’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘AXLEBOX’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
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05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 202 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘CARD OR CLIP HOLDER’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘HANDRAILS END’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘SIDE BEARER’.
16.09.1993 Repair ‘STEP’.
16.09.1993 Repair ‘TOP CENTRE PLATE’.
16.09.1993 Repair ‘VEHICLE COMPLETE’.
16.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 202 E’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1993 Repair ‘VEHICLE STENCILS’.
24.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 202 E’
10.08.1994 Repair ‘VEHICLE RECLASSIFY’.
10.08.1994 Issued at location ‘Broken Hill’ with a previous code of wagon ‘AOCF 202 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 202 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 203

28.04.1995 Reclassified from wagon ‘ROQF 203 D’ to ’ wagon ‘ROHF 203 W’.

ROQF 204

27.04.1995 Reclassified from wagon ‘ROQF 204 M’ to ’ wagon ‘ROHF 204 X’.
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ROQF 205

Details: wagon ‘ROQF 205 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.07.1996
Last Brake Cylinder: 14.09.1993
Last Single Car Test: 14.09.1993
Last Lift: 01.03.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
27.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER COMPLETE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Repair ‘WHEEL SET’.
14.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Repair ‘SIDE BEARER’.
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27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOQF 205 E’

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BEARINGS’.
12.06.1991 Repair ‘END FRAME MEMBER’.
12.06.1991 Repair ‘SIDE BEARER’.
12.06.1991 Repair ‘VEHICLE STENCILS’.
12.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE BEARINGS’.
22.04.1992 Repair ‘BOGIE COMPLETE’.
22.04.1992 Repair ‘VEHICLE STENCILS’.
22.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOQF 205 E’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Repair ‘VEHICLE STENCILS’.
29.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘VEHICLE STENCILS’.
20.04.1993 Repair ‘WEAR PLATES & SADDLES’.
20.04.1993 Repair ‘WHEEL SET’.
20.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE COMPLETE’.
10.09.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1993 Repair ‘SIDE BEARER’.
10.09.1993 Repair ‘VEHICLE STENCILS’.
10.09.1993 Repair ‘WHEEL SET’.
10.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 205 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 205 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.
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08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 206

01.02.1997 Reclassified from wagon ‘ROQF 206 H’ to ’ wagon ‘ROHF 206 D’.

ROQF 207

03.05.1995 Reclassified from wagon ‘ROQF 207 Q’ to ’ wagon ‘ROHF 207 M’.

ROQF 208

Details: wagon ‘ROQF 208 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 20.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.12.1995
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 07.12.1993
Last Lift: 27.06.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘VEHICLE STENCILS’.
31.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1991 Repair ‘VEHICLE STENCILS’.
27.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘VEHICLE STENCILS’.
21.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE CONTROL PIPE’.
04.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1993 Repair ‘TRAIN PIPE’.
04.11.1993 Repair ‘VEHICLE COMPLETE’.
04.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 208 X’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.12.1993 Repair ‘SIDE BEARER’.
02.12.1993 Repair ‘VEHICLE STENCILS’.
02.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 208 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

21.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
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ROQF 209

Details: wagon ‘ROQF 209 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 20.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.07.1996
Due Triple Valve: 05.10.1997
Last Brake Cylinder: 26.06.1990
Last Single Car Test: 04.05.1994
Last Lift: 01.08.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE SPRING’.
20.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
20.06.1990 Repair ‘WHEEL SET’.
20.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 209 R’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘SIDE BEARER’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Repair ‘WHEEL SET’.
22.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 209 R’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.05.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 209 R’
20.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

16017



2. TIMS GROUP INFORMATION - WAGONS

20.04.1994 Repair ‘BOGIE BOLSTER’.
20.04.1994 Repair ‘BOGIE FRICTION WEDGE’.
20.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1994 Repair ‘TOP CENTRE PLATE’.
20.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 209 R’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 209 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 209 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 210

Details: wagon ‘ROQF 210 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 20.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.01.1996
Last Brake Cylinder: 22.07.1992
Last Single Car Test: 07.12.1993
Last Lift: 20.12.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
11.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1989 Repair ‘VEHICLE STENCILS’.
13.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRANCH PIPE’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
27.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘HANDBRAKE HANDLE’.
14.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
14.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.05.1991 Repair ‘BOGIE BEARINGS’.
01.05.1991 Repair ‘SIDE BEARER’.
01.05.1991 Repair ‘VEHICLE STENCILS’.
01.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.09.1991 Repair ‘BOGIE BEARINGS’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1992 Repair ‘VEHICLE STENCILS’.
16.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1992 Repair ‘VEHICLE STENCILS’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.12.1993 Repair ‘COUPLER KNUCKLE’.
01.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.12.1993 Repair ‘SIDE BEARER’.
01.12.1993 Repair ‘VEHICLE STENCILS’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 210 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
19.01.1995 Repair ‘VEHICLE RECLASSIFY’.
19.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 210 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 211

Details: wagon ‘ROQF 211 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 20.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.07.1996
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 02.08.1993
Last Lift: 27.02.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 211 W’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘AXLEBOX’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 211 W’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘SIDE BEARER’.
18.02.1991 Repair ‘VEHICLE STENCILS’.
18.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 211 W’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘VEHICLE STENCILS’.
06.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 211 W’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 211 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 211 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

24.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 212

Details: wagon ‘ROQF 212 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 24.12.1968
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.12.1995
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 23.04.1993
Last Lift: 06.12.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 212 X’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.10.1991 Repair ‘SIDE BEARER’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
01.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 212 X’
04.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 212 X’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘VEHICLE STENCILS’.
21.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 212 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 212 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

16022



2.698. Wagon classification starting with ‘ROQ’

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 216

Details: wagon ‘ROQF 216 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.01.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 29.05.1996
Last Brake Cylinder: 17.03.1993
Last Single Car Test: 09.09.1993
Last Lift: 12.07.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘STEP’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 216 V’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
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02.11.1989 Repair ‘VEHICLE STENCILS’.
02.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 216 V’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘TOP CENTRE PLATE’.
22.05.1991 Repair ‘VEHICLE STENCILS’.
22.05.1991 Repair ‘WHEEL SET’.
22.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 216 V’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Repair ‘BRAKE PIN’.
12.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1993 Repair ‘VEHICLE STENCILS’.
12.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 216 V’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1993 Repair ‘VEHICLE STENCILS’.
14.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 216 V’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BOLSTER’.
03.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
03.09.1993 Repair ‘BOGIE SIDEFRAME’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.09.1993 Repair ‘COUPLER KNUCKLE’.
03.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
03.09.1993 Repair ‘VEHICLE STENCILS’.
03.09.1993 Repair ‘WHEEL SET’.
03.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 216 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 216 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
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25.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 217

Details: wagon ‘ROQF 217 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.01.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.08.1996
Last Brake Cylinder: 23.06.1993
Last Single Car Test: 23.06.1993
Last Lift: 24.07.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Repair ‘WHEEL SET’.
03.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘SIDE BEARER’.
25.08.1989 Repair ‘TOP CENTRE PLATE’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 217 H’
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10.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘CENTRE SILL’.
17.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1990 Repair ‘END SILL’.
17.10.1990 Repair ‘TRAIN PIPE’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 217 H’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘WHEEL SET’.
09.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘VEHICLE STENCILS’.
05.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BRAKE PULL ROD’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘COUPLER COMPLETE’.
04.06.1991 Repair ‘DRAFT GEAR POCKET’.
04.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.06.1991 Repair ‘TRAIN PIPE (END)’.
04.06.1991 Repair ‘TRAIN PIPE (END)’.
04.06.1991 Repair ‘YOKE COMPLETE’.
04.06.1991 Repair ‘YOKE COMPLETE’.
04.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 217 H’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1991 Repair ‘SIDE BEARER’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘END FRAME MEMBER’.
08.10.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE COMPLETE’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.02.1992 Repair ‘SIDE BEARER’.
26.02.1992 Repair ‘TRAIN PIPE (END)’.
26.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOQF 217 H’

14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE COMPLETE’.
22.01.1993 Repair ‘VEHICLE STENCILS’.
22.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1993 Repair ‘VEHICLE STENCILS’.
18.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 217 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 217 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 218

20.09.1996 Reclassified from wagon ‘ROQF 218 K’ to ’ wagon ‘ROHF 218 G’.

ROQF 219

12.04.1995 Reclassified from wagon ‘ROQF 219 T’ to ’ wagon ‘ROHF 219 P’.
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ROQF 220

Details: wagon ‘ROQF 220 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1996
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 28.09.1993
Last Lift: 10.08.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘VEHICLE STENCILS’.
13.07.1989 Repair ‘WHEEL SET’.
13.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 220 T’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 220 T’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE SPRING’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 220 T’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
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SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1993 Repair ‘VEHICLE RECLASSIFY’.
22.09.1993 Repair ‘VEHICLE STENCILS’.
22.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 220 T’
22.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 220 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 220 T’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 220 T’
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 220 T’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 221

01.02.1997 Reclassified from wagon ‘ROQF 221 B’ to ’ wagon ‘ROHF 221 U’.

ROQF 222

Details: wagon ‘ROQF 222 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.02.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.07.1996
Last Triple Valve: 31.05.1989
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 27.10.1993
Last Lift: 07.09.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

07.09.1989 Repair ‘STEP’.
07.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE COMPLETE’.
19.07.1991 Repair ‘BRANCH PIPE’.
19.07.1991 Repair ‘TOP CENTRE PLATE’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 222 U’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘SIDE BEARER’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1992 Repair ‘VEHICLE STENCILS’.
29.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘VEHICLE STENCILS’.
21.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
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13.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1993 Repair ‘SIDE BEARER’.
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Repair ‘VEHICLE STENCILS’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
24.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1993 Repair ‘BOGIE BEARINGS’.
24.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
24.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.10.1993 Repair ‘GRADE CONTROL VALVE’.
24.10.1993 Repair ‘RELAY VALVE’.
24.10.1993 Repair ‘VEHICLE STENCILS’.
24.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 222 U’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
24.03.1995 Repair ‘VEHICLE RECLASSIFY’.
24.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 222 U’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

02.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 223

07.04.1995 Reclassified from wagon ‘ROQF 223 T’ to ’ wagon ‘ROHF 223 P’.

ROQF 224

Details: wagon ‘ROQF 224 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
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Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 21.11.1995
Last Triple Valve: 16.12.1988
Last Brake Cylinder: 06.03.1990
Last Single Car Test: 09.09.1993
Last Lift: 01.08.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
27.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 224 L’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘VEHICLE STENCILS’.
10.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 224 L’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘BOGIE WEAR PLATES’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.01.1992 Repair ‘DRAFT GEAR POCKET’.
31.01.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 224 L’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.09.1993 Repair ‘COUPLER KNUCKLE’.
03.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
03.09.1993 Repair ‘VEHICLE STENCILS’.
03.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 224 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 224 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 225

Details: wagon ‘ROQF 225 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 10.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 06.06.1996
Last Brake Cylinder: 17.12.1991
Last Single Car Test: 25.11.1993
Last Lift: 28.04.1987
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.12.1989 Repair ‘VEHICLE STENCILS’.
06.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1990 Repair ‘VEHICLE STENCILS’.
19.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘SIDE BEARER’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
17.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1991 Repair ‘TOP CENTRE PLATE’.
12.12.1991 Repair ‘VEHICLE STENCILS’.
12.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘COUPLER KNUCKLE’.
25.03.1992 Repair ‘TOP CENTRE PLATE’.
25.03.1992 Repair ‘TRAIN PIPE (END)’.
25.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 225 S’
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
12.09.1992 Repair ‘VEHICLE STENCILS’.
12.09.1992 Repair ‘YOKE COMPLETE’.
12.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 225 S’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘TRAIN PIPE’.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1993 Repair ‘VEHICLE STENCILS’.
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
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22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
22.11.1993 Repair ‘BOGIE SPRING’.
22.11.1993 Repair ‘SIDE BEARER’.
22.11.1993 Repair ‘VEHICLE RECLASSIFY’.
22.11.1993 Repair ‘VEHICLE STENCILS’.
22.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 225 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 225 S’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROCF 225 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 226

08.05.1995 Reclassified from wagon ‘ROQF 226 A’ to ’ wagon ‘ROHF 226 T’.

ROQF 229

Details: wagon ‘ROQF 229 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
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Date Built: 10.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 24.11.1995
Last Brake Cylinder: 04.05.1994
Last Single Car Test: 04.05.1994
Last Lift: 10.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Repair ‘VEHICLE STENCILS’.
28.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 229 Y’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘COUPLER COMPLETE’.
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 229 Y’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1993 Repair ‘SIDE BEARER’.
22.07.1993 Repair ‘VEHICLE STENCILS’.
22.07.1993 Repair ‘WHEEL SET’.
22.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 229 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 229 Y’
19.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1994 Repair ‘BRAKE SPREADER & HANGERS’.
19.04.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1994 Repair ‘COUPLER TRIGGER LEVER’.
19.04.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE STENCILS’.
19.04.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 229 Y’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.
AOCF ALL (RS4882)’. New class: ‘ROCF’.

10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 229 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 232

27.04.1995 Reclassified from wagon ‘ROQF 232 S’ to ’ wagon ‘ROHF 232 Y’.

ROQF 233

07.04.1995 Reclassified from wagon ‘ROQF 233 E’ to ’ wagon ‘ROHF 233 A’.

ROQF 234

Details: wagon ‘ROQF 234 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.08.1996
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 15.04.1994
Last Lift: 27.06.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BRANCH PIPE’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 234 A’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
16.07.1991 Repair ‘SIDE BEARER’.
16.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
16.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 234 A’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 234 A’
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 234 A’
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
16.03.1994 Repair ‘COUPLER KNUCKLE’.
16.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1994 Repair ‘SIDE BEARER’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE STENCILS’.
16.03.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
16.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 234 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 234 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 237

Details: wagon ‘ROQF 237 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.06.1996
Due Triple Valve: 21.07.1997
Last Brake Cylinder: 06.12.1989
Last Single Car Test: 13.09.1990
Last Lift: 16.08.1985

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘VEHICLE STENCILS’.
30.11.1989 Repair ‘WHEEL SET’.
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30.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 237 A’
14.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 237 A’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1990 Repair ‘STEP’.
12.09.1990 Repair ‘WEAR PLATES & SADDLES’.
12.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 237 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 237 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 238

Details: wagon ‘ROQF 238 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.06.1996
Due Triple Valve: 15.08.1989
Last Brake Cylinder: 23.07.1993
Last Single Car Test: 24.02.1994
Last Lift: 19.06.1987

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 238 J’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 238 J’
21.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1994 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.02.1994 Repair ‘BOGIE BEARINGS’.
21.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
21.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
21.02.1994 Repair ‘END BRAKE COCK’.
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Repair ‘VEHICLE STENCILS’.
21.02.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 238 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 238 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 239

25.04.1995 Reclassified from wagon ‘ROQF 239 M’ to ’ wagon ‘ROHF 239 X’.
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ROQF 242

16.01.1997 Reclassified from wagon ‘ROQF 242 D’ to ’ wagon ‘ROHF 242 W’.

ROQF 245

Details: wagon ‘ROQF 245 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.08.1996
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 11.01.1994
Last Lift: 14.07.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BOLSTER’.
09.05.1991 Repair ‘BOGIE SIDEFRAME’.
09.05.1991 Repair ‘BOGIE SPRING’.
09.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘VEHICLE STENCILS’.
09.05.1991 Repair ‘WHEEL SET’.
09.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 245 R’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘BRAKE LEVER’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.08.1991 Repair ‘YOKE COMPLETE’.
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29.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOCF 245 R’

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘TRAIN PIPE’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 245 R’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

09.11.1993 Repair ‘VEHICLE RECLASSIFY’.
09.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 245 R’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1994 Repair ‘TRAIN PIPE’.
05.01.1994 Repair ‘VEHICLE STENCILS’.
05.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 245 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 245 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 247

26.04.1995 Reclassified from wagon ‘ROQF 247 C’ to ’ wagon ‘ROHF 247 V’.

ROQF 248

20.09.1996 Reclassified from wagon ‘ROQF 248 L’ to ’ wagon ‘ROHF 248 H’.

ROQF 249

10.04.1995 Reclassified from wagon ‘ROQF 249 U’ to ’ wagon ‘ROHF 249 Q’.

16043



2. TIMS GROUP INFORMATION - WAGONS

ROQF 251

Details: wagon ‘ROQF 251 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1996
Last Triple Valve: 22.08.1989
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 02.08.1993
Last Lift: 13.07.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.08.1989 Repair ‘SIDE BEARER’.
15.08.1989 Repair ‘TOP CENTRE PLATE’.
15.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOCF 251 M’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘VEHICLE STENCILS’.
27.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
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28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1990 Repair ‘VEHICLE STENCILS’.
28.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘TRAIN PIPE (END)’.
11.09.1990 Repair ‘VEHICLE STENCILS’.
11.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRAKE PIN’.
30.10.1990 Repair ‘VEHICLE STENCILS’.
30.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1993 Repair ‘SIDE BEARER’.
08.04.1993 Repair ‘VEHICLE STENCILS’.
08.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘SIDE BEARER’.
30.07.1993 Repair ‘VEHICLE STENCILS’.
30.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 251 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 252

Details: wagon ‘ROQF 252 L’ in AN ‘Mainland Division’.

16045



2. TIMS GROUP INFORMATION - WAGONS

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 24.01.1996
Last Brake Cylinder: 23.06.1993
Last Single Car Test: 23.06.1993
Last Lift: 13.07.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘SIDE BEARER’.
12.04.1991 Repair ‘VEHICLE STENCILS’.
12.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 252 R’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘VEHICLE STENCILS’.
06.12.1991 Repair ‘WHEEL SET’.
06.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 252 R’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1993 Repair ‘VEHICLE STENCILS’.
18.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 252 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 252 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 254

01.02.1997 Reclassified from wagon ‘ROQF 254 G’ to ’ wagon ‘ROHF 254 C’.

ROQF 255

Details: wagon ‘ROQF 255 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 21.03.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.08.1996
Last Triple Valve: 17.08.1990
Last Brake Cylinder: 09.04.1991
Last Single Car Test: 20.09.1993
Last Lift: 01.08.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

16047



2. TIMS GROUP INFORMATION - WAGONS

10.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.08.1990 Repair ‘VEHICLE STENCILS’.
10.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.11.1990 Repair ‘VEHICLE STENCILS’.
27.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BOGIE COMPLETE’.
20.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Repair ‘SIDE BEARER’.
20.02.1991 Repair ‘VEHICLE STENCILS’.
20.02.1991 Repair ‘WHEEL SET’.
20.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END HOSE’.
02.04.1991 Repair ‘VEHICLE STENCILS’.
02.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.09.1993 Repair ‘COUPLER COMPLETE’.
17.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1993 Repair ‘SIDE BEARER’.
17.09.1993 Repair ‘VEHICLE RECLASSIFY’.
17.09.1993 Repair ‘WHEEL SET’.
17.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
17.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 255 T’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ROCF 255 T’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 255 T’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
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New class: ‘ROHF’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 256

Details: wagon ‘ROQF 256 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.04.1996
Last Triple Valve: 20.12.1989
Last Brake Cylinder: 28.09.1992
Last Single Car Test: 26.08.1993
Last Lift: 28.09.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1989 Repair ‘STEP’.
16.11.1989 Repair ‘VEHICLE STENCILS’.
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16.11.1989 Repair ‘WHEEL SET’.
16.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BEARERS’.
12.12.1989 Repair ‘BOGIE COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘TOP CENTRE PLATE’.
12.12.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 256 H’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER COMPLETE’.
14.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Repair ‘VEHICLE STENCILS’.
14.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1990 Repair ‘VEHICLE STENCILS’.
12.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘VEHICLE STENCILS’.
28.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 256 H’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
06.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1992 Repair ‘VEHICLE STENCILS’.
15.09.1992 Repair ‘WEAR PLATES & SADDLES’.
15.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘COUPLER COMPLETE’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1993 Repair ‘VEHICLE STENCILS’.
19.08.1993 Repair ‘WHEEL SET’.
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19.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 256 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.03.1995 Repair ‘VEHICLE RECLASSIFY’.
20.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 256 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

22.07.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 257

25.04.1995 Reclassified from wagon ‘ROQF 257 K’ to ’ wagon ‘ROHF 257 G’.

ROQF 261

16.01.1997 Reclassified from wagon ‘ROQF 261 K’ to ’ wagon ‘ROHF 261 G’.

ROQF 263

09.05.1995 Reclassified from wagon ‘ROQF 263 F’ to ’ wagon ‘ROHF 263 B’.

ROQF 264

Details: wagon ‘ROQF 264 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
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Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.12.1995
Due Triple Valve: 07.03.1989
Last Brake Cylinder: 22.11.1993
Last Single Car Test: 22.11.1993
Last Lift: 22.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘VEHICLE STENCILS’.
24.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 264 B’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 264 B’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE PIN’.
13.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1990 Repair ‘VEHICLE STENCILS’.
13.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 264 B’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘COUPLER COMPLETE’.
30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 264 B’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE LEVER’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘DRAFT GEAR POCKET’.
15.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.09.1993 Repair ‘HANDRAILS END’.
15.09.1993 Repair ‘STEP’.
15.09.1993 Repair ‘TOP CENTRE PLATE’.
15.09.1993 Repair ‘TRAIN PIPE (END)’.
15.09.1993 Repair ‘TRAIN PIPE’.
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15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Repair ‘YOKE FOLLOWER’.
15.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 264 B’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BEARERS’.
17.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1993 Repair ‘FLOOR DRAIN PLUG’.
17.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1993 Repair ‘VEHICLE STENCILS’.
17.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 264 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 264 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

01.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 265

20.09.1996 Reclassified from wagon ‘ROQF 265 A’ to ’ wagon ‘ROHF 265 T’.

ROQF 266

03.05.1995 Reclassified from wagon ‘ROQF 266 J’ to ’ wagon ‘ROHF 266 F’.

ROQF 268

Details: wagon ‘ROQF 268 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 17.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.07.1996
Due Triple Valve: 16.07.1997
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 06.11.1992
Last Lift: 30.08.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE PIN’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 268 K’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BEARINGS’.
08.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1991 Repair ‘SIDE BEARER’.
08.05.1991 Repair ‘VEHICLE STENCILS’.
08.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 268 K’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1991 Repair ‘END FRAME MEMBER’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 268 K’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BEARINGS’.
21.08.1992 Repair ‘VEHICLE STENCILS’.
21.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 268 K’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.10.1992 Repair ‘VEHICLE STENCILS’.
13.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 268 K’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 268 K’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

29.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 269

20.09.1996 Reclassified from wagon ‘ROQF 269 N’ to ’ wagon ‘ROHF 269 J’.

ROQF 270

12.04.1995 Reclassified from wagon ‘ROQF 270 J’ to ’ wagon ‘ROHF 270 F’.

ROQF 272

25.04.1995 Reclassified from wagon ‘ROQF 272 E’ to ’ wagon ‘ROHF 272 A’.

ROQF 274

25.04.1995 Reclassified from wagon ‘ROQF 274 W’ to ’ wagon ‘ROHF 274 S’.

ROQF 275

Details: wagon ‘ROQF 275 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 18.07.1996
Last Brake Cylinder: 01.07.1991
Last Single Car Test: 14.10.1993
Last Lift: 02.04.1985

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BRAKE BLOCK RB95’.
07.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1990 Repair ‘VEHICLE STENCILS’.
07.05.1990 Repair ‘WHEEL SET’.
07.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 275 S’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE BLOCK RB95’.
25.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1990 Repair ‘VEHICLE STENCILS’.
25.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
03.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1991 Repair ‘YOKE CARRIER’.
03.06.1991 Repair ‘YOKE COMPLETE’.
03.06.1991 Repair ‘YOKE FOLLOWER’.
03.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 275 S’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.06.1992 Repair ‘SIDE BEARER’.
02.06.1992 Repair ‘VEHICLE STENCILS’.
02.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
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06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘VEHICLE STENCILS’.
06.04.1993 Repair ‘WHEEL SET’.
06.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE COMPLETE’.
06.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1993 Repair ‘SIDE BEARER’.
06.10.1993 Repair ‘SIDE STEP’.
06.10.1993 Repair ‘VEHICLE RECLASSIFY’.
06.10.1993 Repair ‘VEHICLE STENCILS’.
06.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
06.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 275 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 276

Details: wagon ‘ROQF 276 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.04.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 19.03.1996
Last Single Car Test: 15.12.1992
Last Lift: 09.09.1986

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.08.1989 Repair ‘VEHICLE STENCILS’.
22.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE PIN’.
03.09.1990 Repair ‘VEHICLE STENCILS’.
03.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘SIDE BEARER’.
01.05.1991 Repair ‘VEHICLE STENCILS’.
01.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘VEHICLE STENCILS’.
14.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BRAKE BLOCK RB95’.
09.12.1992 Repair ‘VEHICLE STENCILS’.
09.12.1992 Repair ‘WHEEL SET’.
09.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.
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26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 276 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 278

Details: wagon ‘ROQF 278 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 06.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.07.1996
Last Brake Cylinder: 27.08.1993
Last Single Car Test: 11.03.1994
Last Lift: 24.02.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 278 W’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1991 Repair ‘SIDE BEARER’.
17.07.1991 Repair ‘TOP CENTRE PLATE’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
17.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE SPRING’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER COMPLETE’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.08.1993 Repair ‘VEHICLE STENCILS’.
23.08.1993 Repair ‘WHEEL SET’.
23.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BRAKE BLOCK RB95’.
11.03.1994 Repair ‘BRAKE BLOCK RB95’.
11.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1994 Repair ‘COUPLER KNUCKLE’.
11.03.1994 Repair ‘COUPLER KNUCKLE’.
11.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Repair ‘VEHICLE STENCILS’.
11.03.1994 Repair ‘VEHICLE STENCILS’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AOCF 278 W’
11.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 278 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 279

16.01.1997 Reclassified from wagon ‘ROQF 279 V’ to ’ wagon ‘ROHF 279 R’.

ROQF 280

01.02.1997 Reclassified from wagon ‘ROQF 280 R’ to ’ wagon ‘ROHF 280 N’.

ROQF 281

16.01.1997 Reclassified from wagon ‘ROQF 281 D’ to ’ wagon ‘ROHF 281 W’.

ROQF 282

Details: wagon ‘ROQF 282 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 14.05.1969
Operating System: AN
Intended Use: ORE
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Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 24.05.1996
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 12.06.1991
Last Lift: 28.02.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘SIDE BEARER’.
12.03.1991 Repair ‘VEHICLE STENCILS’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 282 W’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 282 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 282 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 284

16.01.1997 Reclassified from wagon ‘ROQF 284 H’ to ’ wagon ‘ROHF 284 D’.

16062



2.698. Wagon classification starting with ‘ROQ’

ROQF 286

20.09.1996 Reclassified from wagon ‘ROQF 286 C’ to ’ wagon ‘ROHF 286 V’.

ROQF 287

Details: wagon ‘ROQF 287 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.05.1996
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 18.02.1993
Last Lift: 24.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘SIDE BEARER’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 287 R’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘SIDE BEARER’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘WEAR PLATES & SADDLES’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 287 R’
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27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BEARINGS’.
27.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 287 R’
31.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1991 Repair ‘BOGIE COMPLETE’.
31.10.1991 Repair ‘BRAKE PULL ROD’.
31.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.10.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
31.10.1991 Repair ‘SIDE BEARER’.
31.10.1991 Repair ‘TOP CENTRE PLATE’.
31.10.1991 Repair ‘YOKE CARRIER’.
31.10.1991 Repair ‘YOKE COMPLETE’.
31.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 287 R’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BEARINGS’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘VEHICLE STENCILS’.
16.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 287 R’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.02.1995 Repair ‘VEHICLE RECLASSIFY’.
08.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 287 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 288

Details: wagon ‘ROQF 288 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 30.07.1996
Due Triple Valve: 22.07.1988
Last Brake Cylinder: 23.07.1993
Last Single Car Test: 23.07.1993
Last Lift: 08.03.1984

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘VEHICLE STENCILS’.
30.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘VEHICLE STENCILS’.
05.04.1990 Repair ‘WHEEL SET’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘VEHICLE STENCILS’.
01.05.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.06.1990 Repair ‘BRAKE PIN’.
19.06.1990 Repair ‘BRAKE PULL ROD’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘VEHICLE STENCILS’.
28.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
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08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘BRAKE CONTROL PIPE’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘SIDE BEARER’.
19.06.1991 Repair ‘STEP’.
19.06.1991 Repair ‘TOP CENTRE PLATE’.
19.06.1991 Repair ‘TRAIN PIPE’.
19.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 288 D’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1991 Repair ‘SIDE BEARER’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
01.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE SPRING’.
12.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.02.1992 Repair ‘VEHICLE STENCILS’.
12.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1993 Repair ‘VEHICLE STENCILS’.
20.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 288 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 288 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
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27.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 289

01.02.1997 Reclassified from wagon ‘ROQF 289 G’ to ’ wagon ‘ROHF 289 C’.

ROQF 290

Details: wagon ‘ROQF 290 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 29.05.1996
Last Brake Cylinder: 03.06.1992
Last Single Car Test: 01.06.1993
Last Lift: 27.06.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE COMPLETE’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Repair ‘WEAR PLATES & SADDLES’.
02.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 290 M’
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06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 290 M’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 290 M’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER COMPLETE’.
27.05.1993 Repair ‘VEHICLE STENCILS’.
27.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 290 M’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.
AOCF ALL (RS4882)’. New class: ‘ROCF’.

22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 290 M’
06.02.1995 Repair ‘VEHICLE RECLASSIFY’.
06.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 290 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

20.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 291

Details: wagon ‘ROQF 291 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.07.1996
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 14.04.1993
Last Lift: 23.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1989 Repair ‘TOP CENTRE PLATE’.
07.11.1989 Repair ‘VEHICLE STENCILS’.
07.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 291 V’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘VEHICLE STENCILS’.
11.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 291 V’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 291 V’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE COMPLETE’.
27.05.1991 Repair ‘BRAKE CONTROL PIPE’.
27.05.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1991 Repair ‘SIDE BEARER’.
27.05.1991 Repair ‘TOP CENTRE PLATE’.
27.05.1991 Repair ‘TRAIN PIPE (END)’.
27.05.1991 Repair ‘YOKE COMPLETE’.
27.05.1991 Repair ‘YOKE FOLLOWER’.
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27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOCF 291 V’

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘END FRAME MEMBER’.
30.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 291 V’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1993 Repair ‘SIDE BEARER’.
02.04.1993 Repair ‘VEHICLE STENCILS’.
02.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 291 V’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 291 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 291 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 292

Details: wagon ‘ROQF 292 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
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2.698. Wagon classification starting with ‘ROQ’

Date Built: 22.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.05.1996
Last Brake Cylinder: 04.07.1990
Last Single Car Test: 05.10.1993
Last Lift: 29.11.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1990 Repair ‘VEHICLE STENCILS’.
02.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1990 Repair ‘TRAIN PIPE’.
12.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1991 Repair ‘SIDE BEARER’.
18.07.1991 Repair ‘VEHICLE STENCILS’.
18.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘UNDERFRAME COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.10.1991 Repair ‘VEHICLE STENCILS’.
08.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
27.09.1993 Repair ‘COUPLER COMPLETE’.
27.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.09.1993 Repair ‘SIDE BEARER’.
27.09.1993 Repair ‘VEHICLE STENCILS’.
27.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
28.09.1993 Repair ‘VEHICLE RECLASSIFY’.
28.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 292 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 292 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 294

Details: wagon ‘ROQF 294 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 22.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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2.698. Wagon classification starting with ‘ROQ’

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.02.1995
Due Triple Valve: 01.09.1997
Last Brake Cylinder: 11.05.1993
Last Single Car Test: 27.08.1993
Last Lift: 05.09.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘VEHICLE STENCILS’.
12.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘VEHICLE STENCILS’.
17.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE SPRING’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BOGIE BEARERS’.
28.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.09.1990 Repair ‘GRADE CONTROL VALVE’.
28.09.1990 Repair ‘STEP’.
28.09.1990 Repair ‘VEHICLE STENCILS’.
28.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE LEVER’.
06.06.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 294 V’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1991 Repair ‘BRAKE PIN’.
18.11.1991 Repair ‘SIDE BEARER’.
18.11.1991 Repair ‘VEHICLE STENCILS’.
18.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
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01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
01.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1993 Repair ‘VEHICLE STENCILS’.
07.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1993 Repair ‘COUPLER KNUCKLE’.
21.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1993 Repair ‘SIDE BEARER’.
21.08.1993 Repair ‘VEHICLE STENCILS’.
21.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 294 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 294 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 295

Details: wagon ‘ROQF 295 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 22.05.1969
Operating System: AN
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Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 20.12.1995
Last Brake Cylinder: 03.12.1990
Last Single Car Test: 04.05.1994
Last Lift: 31.05.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 295 L’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
15.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BRANCH PIPE’.
22.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 295 L’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Repair ‘STEP’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.09.1991 Repair ‘BRANCH PIPE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRANCH PIPE’.
26.01.1993 Repair ‘VEHICLE STENCILS’.
26.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

25.10.1993 Repair ‘VEHICLE RECLASSIFY’.
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25.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
10.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1994 Repair ‘BRAKE FULCRUM BRACKET’.
10.03.1994 Repair ‘COUPLER KNUCKLE’.
10.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE STENCILS’.
10.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
04.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1994 Repair ‘BRAKE FULCRUM BRACKET’.
04.05.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1994 Repair ‘COUPLER KNUCKLE’.
04.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE STENCILS’.
04.05.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 295 L’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
24.03.1995 Repair ‘VEHICLE RECLASSIFY’.
24.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 295 L’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 296

07.04.1995 Reclassified from wagon ‘ROQF 296 K’ to ’ wagon ‘ROHF 296 G’.

ROQF 297

07.04.1995 Reclassified from wagon ‘ROQF 297 T’ to ’ wagon ‘ROHF 297 P’.

ROQF 298

Details: wagon ‘ROQF 298 F’ in AN ‘Mainland Division’.

Owner: AN
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2.698. Wagon classification starting with ‘ROQ’

Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.07.1996
Due Triple Valve: 29.09.1997
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 14.10.1993
Last Lift: 15.02.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1989 Repair ‘VEHICLE STENCILS’.
28.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1990 Repair ‘VEHICLE STENCILS’.
22.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘VEHICLE STENCILS’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
07.11.1990 Repair ‘VEHICLE STENCILS’.
07.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE SPRING’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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29.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘SIDE BEARER’.
29.07.1991 Repair ‘VEHICLE STENCILS’.
29.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘COUPLER COMPLETE’.
02.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.09.1992 Repair ‘VEHICLE STENCILS’.
02.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE COMPLETE’.
07.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Repair ‘SIDE BEARER’.
07.10.1993 Repair ‘VEHICLE RECLASSIFY’.
07.10.1993 Repair ‘VEHICLE STENCILS’.
07.10.1993 Repair ‘WHEEL SET’.
07.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
07.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROHF 298 B’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS

ROQF/ROCF, INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO
‘ROHF’. (RS4898)’. New class: ‘ROHF’.

10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROHF 298 B’
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE RECLASSIFY’.
01.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE RECLASSIFY’.
02.07.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROHF 298 B’
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ROQF 299

Details: wagon ‘ROQF 299 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.05.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.10.1995
Last Brake Cylinder: 18.02.1992
Last Single Car Test: 18.02.1992
Last Lift: 15.03.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1989 Repair ‘VEHICLE STENCILS’.
13.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 299 U’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘VEHICLE STENCILS’.
06.02.1990 Repair ‘WHEEL SET’.
06.02.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 299 U’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘VEHICLE STENCILS’.
11.09.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 299 U’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1992 Repair ‘SIDE BEARER’.
11.02.1992 Repair ‘VEHICLE STENCILS’.
11.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 299 U’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 299 U’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

22.07.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 300

10.04.1995 Reclassified from wagon ‘ROQF 300 G’ to ’ wagon ‘ROHF 300 C’.

ROQF 301

Details: wagon ‘ROQF 301 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 04.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.06.1996
Last Brake Cylinder: 02.04.1993
Last Single Car Test: 02.04.1993
Last Lift: 04.02.1983
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘TOP CENTRE PLATE’.
31.01.1991 Repair ‘VEHICLE STENCILS’.
31.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 301 V’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘BRAKE LEVER’.
03.06.1991 Repair ‘BRANCH PIPE’.
03.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1991 Repair ‘TOP CENTRE PLATE’.
03.06.1991 Repair ‘TRAIN PIPE (END)’.
03.06.1991 Repair ‘TRAIN PIPE’.
03.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 301 V’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘SIDE BEARER’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 301 V’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘VEHICLE STENCILS’.
03.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 301 V’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.03.1993 Repair ‘VEHICLE STENCILS’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 301 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 301 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
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ROQF 302

26.04.1995 Reclassified from wagon ‘ROQF 302 B’ to ’ wagon ‘ROHF 302 U’.

ROQF 303

Details: wagon ‘ROQF 303 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 04.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.04.1996
Last Brake Cylinder: 16.11.1990
Last Single Car Test: 02.04.1993
Last Lift: 22.07.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
07.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1990 Repair ‘VEHICLE STENCILS’.
07.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 303 Q’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1993 Repair ‘VEHICLE STENCILS’.
30.03.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 303 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
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12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 303 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 304

25.04.1995 Reclassified from wagon ‘ROQF 304 T’ to ’ wagon ‘ROHF 304 P’.

ROQF 305

Details: wagon ‘ROQF 305 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 04.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 16.01.1996
Due Triple Valve: 11.04.1989
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 27.08.1993
Last Lift: 17.12.1987
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 305 J’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BEARINGS’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘SIDE BEARER’.
22.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 305 J’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BEARINGS’.
24.06.1992 Repair ‘VEHICLE STENCILS’.
24.06.1992 Repair ‘WHEEL SET’.
24.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 305 J’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.08.1993 Repair ‘VEHICLE STENCILS’.
23.08.1993 Repair ‘WHEEL SET’.
23.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 305 J’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 305 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 305 J’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘ROCF 305 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 306

Details: wagon ‘ROQF 306 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 11.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 27.08.1996
Due Triple Valve: 05.04.1989
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 14.04.1993
Last Lift: 01.05.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Repair ‘VEHICLE STENCILS’.
18.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 306 B’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BEARINGS’.
26.02.1991 Repair ‘SIDE BEARER’.
26.02.1991 Repair ‘VEHICLE STENCILS’.
26.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 306 B’
12.06.1992 Repair ‘VEHICLE COMPLETE’.
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12.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AOCF 306 B’

01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE COMPLETE’.
01.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1993 Repair ‘SIDE BEARER’.
01.04.1993 Repair ‘VEHICLE STENCILS’.
01.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 306 B’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

03.11.1993 Repair ‘VEHICLE RECLASSIFY’.
03.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 306 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 306 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 307

25.04.1995 Reclassified from wagon ‘ROQF 307 A’ to ’ wagon ‘ROHF 307 T’.

ROQF 310

Details: wagon ‘ROQF 310 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
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Date Built: 11.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 30.11.1995
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 08.03.1994
Last Lift: 16.02.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE PIN’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1990 Repair ‘VEHICLE STENCILS’.
15.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘VEHICLE STENCILS’.
08.01.1991 Repair ‘WHEEL SET’.
08.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1991 Repair ‘SIDE BEARER’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE SPRING’.
25.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.05.1993 Repair ‘END BRAKE COCK’.
25.05.1993 Repair ‘VEHICLE STENCILS’.
25.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
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28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO
‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.09.1993 Repair ‘BOGIE WEAR PLATES’.
13.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1993 Repair ‘CARD OR CLIP HOLDER’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.09.1993 Repair ‘SIDE BEARER’.
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Repair ‘VEHICLE STENCILS’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
04.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1994 Repair ‘BRAKE BLOCK RB95’.
04.03.1994 Repair ‘BRAKE PIN’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE STENCILS’.
04.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 310 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 310 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 311

10.04.1995 Reclassified from wagon ‘ROQF 311 A’ to ’ wagon ‘ROHF 311 T’.

ROQF 313

07.04.1995 Reclassified from wagon ‘ROQF 313 S’ to ’ wagon ‘ROHF 313 Y’.

ROQF 314

Details: wagon ‘ROQF 314 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 19.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 13.12.1995
Last Brake Cylinder: 18.11.1988
Last Single Car Test: 01.09.1993
Last Lift: 16.05.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘SIDE BEARER’.
25.10.1990 Repair ‘STEP’.
25.10.1990 Repair ‘TOP CENTRE PLATE’.
25.10.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 314 Y’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘END BRAKE COCK’.
28.10.1991 Repair ‘SIDE BEARER’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 314 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.08.1993 Repair ‘VEHICLE STENCILS’.
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30.08.1993 Repair ‘WHEEL SET’.
30.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 314 Y’
25.10.1993 Repair ‘VEHICLE RECLASSIFY’.
25.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 314 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 314 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 315

16.01.1997 Reclassified from wagon ‘ROQF 315 N’ to ’ wagon ‘ROHF 315 J’.

ROQF 316

Details: wagon ‘ROQF 316 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 26.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.02.1996
Due Triple Valve: 30.08.1994
Last Brake Cylinder: 24.09.1991
Last Single Car Test: 30.08.1993
Last Lift: 27.07.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1991 Repair ‘VEHICLE STENCILS’.
23.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 316 J’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 316 J’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘VEHICLE STENCILS’.
06.05.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 316 J’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.08.1993 Repair ‘SIDE BEARER’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 316 J’
13.09.1993 Repair ‘VEHICLE RECLASSIFY’.
13.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 316 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
22.02.1995 Repair ‘VEHICLE RECLASSIFY’.
22.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 316 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

16091



2. TIMS GROUP INFORMATION - WAGONS

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 317

20.09.1996 Reclassified from wagon ‘ROQF 317 X’ to ’ wagon ‘ROHF 317 E’.

ROQF 318

Details: wagon ‘ROQF 318 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 30.06.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.12.1995
Due Triple Valve: 26.05.1989
Last Brake Cylinder: 21.09.1989
Last Single Car Test: 30.08.1993

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 318 A’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.04.1993 Repair ‘SIDE BEARER’.
20.04.1993 Repair ‘TRAIN PIPE’.
20.04.1993 Repair ‘VEHICLE STENCILS’.
20.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 318 A’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE COMPLETE’.
26.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘VEHICLE STENCILS’.
26.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 318 A’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 318 A’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 319

Details: wagon ‘ROQF 319 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 30.06.1969
Operating System: AN
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Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 14.12.1995
Due Triple Valve: 23.01.1990
Last Triple Valve: 30.04.1990
Last Brake Cylinder: 30.06.1992
Last Single Car Test: 27.08.1993
Last Lift: 22.07.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.04.1990 Repair ‘VEHICLE STENCILS’.
24.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BEARERS’.
29.10.1990 Repair ‘BOGIE WEAR PLATES’.
29.10.1990 Repair ‘VEHICLE STENCILS’.
29.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘COUPLER COMPLETE’.
17.07.1991 Repair ‘SIDE BEARER’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
17.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1992 Repair ‘VEHICLE STENCILS’.
25.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.08.1993 Repair ‘SIDE BEARER’.
24.08.1993 Repair ‘VEHICLE STENCILS’.
24.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
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14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
02.12.1993 Repair ‘VEHICLE RECLASSIFY’.
02.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 319 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 320

07.04.1995 Reclassified from wagon ‘ROQF 320 W’ to ’ wagon ‘ROHF 320 S’.

ROQF 321

Details: wagon ‘ROQF 321 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 01.02.1996
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 02.08.1993
Last Lift: 28.04.1983
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14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BRAKE SPRING’.
06.04.1990 Repair ‘TOP CENTRE PLATE’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 321 Y’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘TOP CENTRE PLATE’.
02.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 321 Y’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘VEHICLE STENCILS’.
27.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 321 Y’
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘BRAKE SPRING’.
18.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1991 Repair ‘SIDE BEARER’.
18.03.1991 Repair ‘VEHICLE STENCILS’.
18.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 321 Y’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘VEHICLE STENCILS’.
30.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 321 Y’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 321 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 322

Details: wagon ‘ROQF 322 R’ in AN ‘Mainland Division’.

16096



2.698. Wagon classification starting with ‘ROQ’

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 11.11.1995
Last Brake Cylinder: 18.02.1993
Last Single Car Test: 11.05.1993
Last Lift: 15.09.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘VEHICLE STENCILS’.
04.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 322 E’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1990 Repair ‘VEHICLE STENCILS’.
20.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 322 E’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1991 Repair ‘DRAFT GEAR POCKET’.
04.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1991 Repair ‘SIDE BEARER’.
04.02.1991 Repair ‘STEP’.
04.02.1991 Repair ‘TOP CENTRE PLATE’.
04.02.1991 Repair ‘TRAIN PIPE’.
04.02.1991 Repair ‘WEAR PLATES & SADDLES’.
04.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 322 E’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BRAKE LEVER’.
28.06.1991 Repair ‘COUPLER COMPLETE’.
28.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.06.1991 Repair ‘SIDE BEARER’.
28.06.1991 Repair ‘TOP CENTRE PLATE’.
28.06.1991 Repair ‘TRAIN PIPE (END)’.
28.06.1991 Repair ‘YOKE COMPLETE’.
28.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 322 E’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRAKE BLOCK RB95’.
13.08.1991 Repair ‘BRAKE PIN’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 322 E’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘SIDE STEP’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOCF 322 E’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1993 Repair ‘VEHICLE STENCILS’.
15.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 322 E’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘VEHICLE STENCILS’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 322 E’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 322 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 322 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

25.07.1995 Repair ‘VEHICLE COMPLETE’.
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08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 323

Details: wagon ‘ROQF 323 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 28.05.1996
Last Brake Cylinder: 22.01.1992
Last Single Car Test: 22.01.1992
Last Lift: 22.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE SPRING’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Repair ‘VEHICLE STENCILS’.
17.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 323 J’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 323 J’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
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13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 323 J’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

31.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 324

Details: wagon ‘ROQF 324 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 02.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 13.03.1996
Last Brake Cylinder: 01.07.1991
Last Single Car Test: 17.12.1991
Last Lift: 23.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘COUPLER COMPLETE’.
28.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.06.1991 Repair ‘DRAFT GEAR POCKET’.
28.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1991 Repair ‘SIDE BEARER’.
28.06.1991 Repair ‘STEP’.
28.06.1991 Repair ‘TOP CENTRE PLATE’.
28.06.1991 Repair ‘TRAIN PIPE (END)’.
28.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1991 Repair ‘YOKE CARRIER’.
28.06.1991 Repair ‘YOKE COMPLETE’.
28.06.1991 Repair ‘YOKE FOLLOWER’.
28.06.1991 Repair ‘YOKE PIN’.
28.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 324 S’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BRAKE SPRING’.
29.11.1991 Repair ‘SIDE BEARER’.
29.11.1991 Repair ‘VEHICLE STENCILS’.
29.11.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 324 S’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 324 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 325

20.09.1996 Reclassified from wagon ‘ROQF 325 V’ to ’ wagon ‘ROHF 325 R’.
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ROQF 326

Details: wagon ‘ROQF 326 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 09.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.08.1995
Last Brake Cylinder: 22.06.1992
Last Single Car Test: 07.08.1992
Last Lift: 18.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER COMPLETE’.
21.07.1989 Repair ‘END BRAKE COCK’.
21.07.1989 Repair ‘END HOSE’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1989 Repair ‘SIDE BEARER’.
21.07.1989 Repair ‘TOP CENTRE PLATE’.
21.07.1989 Repair ‘TRAIN PIPE (END)’.
21.07.1989 Repair ‘YOKE COMPLETE’.
21.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 326 N’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘VEHICLE STENCILS’.
20.11.1990 Repair ‘WHEEL SET’.
20.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 326 N’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1992 Repair ‘VEHICLE STENCILS’.
18.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 326 N’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘SIDE BEARER’.
15.07.1992 Repair ‘VEHICLE STENCILS’.
15.07.1992 Repair ‘WHEEL SET’.
15.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 326 N’
13.10.1993 Repair ‘DRAFT GEAR POCKET’.
13.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 326 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 326 N’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

ROQF 327

Details: wagon ‘ROQF 327 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 09.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.03.1996
Last Brake Cylinder: 11.06.1992
Last Single Car Test: 11.06.1992
Last Lift: 10.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1990 Repair ‘TOP CENTRE PLATE’.
22.01.1990 Repair ‘VEHICLE STENCILS’.
22.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 327 W’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘TOP CENTRE PLATE’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 327 W’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE SPRING’.
09.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1992 Repair ‘VEHICLE STENCILS’.
09.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 327 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 327 W’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 328

01.02.1997 Reclassified from wagon ‘ROQF 328 C’ to ’ wagon ‘ROHF 328 V’.

ROQF 330

02.05.1995 Reclassified from wagon ‘ROQF 330 H’ to ’ wagon ‘ROHF 330 D’.
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ROQF 331

01.02.1997 Reclassified from wagon ‘ROQF 331 Q’ to ’ wagon ‘ROHF 331 M’.

ROQF 332

Details: wagon ‘ROQF 332 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX ROCF
BSG Code: FBOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 22.05.1996
Due Triple Valve: 16.06.1994
Last Triple Valve: 03.12.1992
Last Single Car Test: 08.11.1993
Last Lift: 01.01.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

26.08.1992 Repair ‘TOP CENTRE PLATE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ROCF 332 G’
23.09.1992 Alteration complete ‘PLEASE UPGRADE STEPS AND HANDRAILS ON

‘AOQF’ WAGONS TO MEET CURRENT REQUIREMENTS. 18 HANDHOLDS PER
WAGON 4 NARROW TOE GUARD STIRRUP STEPS 2 STANDARD TRANSVERSE
BRAKE STEPS UPGRADE HANDBRAKE HANDWHEEL TO DWG C/7-CM-17.
AOQF 332,2427,2433,2434,2436,2442. (RS4731)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1992 Repair ‘END SHEETING’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1992 Repair ‘HANDBRAKE WHEEL’.
03.12.1992 Repair ‘HANDRAILS’.

16105



2. TIMS GROUP INFORMATION - WAGONS

03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘SIDE STEP’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘ROCF 332 G’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE COMPLETE’.
07.06.1993 Repair ‘BRAKE PULL ROD’.
07.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘HANDRAILS’.
07.06.1993 Repair ‘VEHICLE STENCILS’.
07.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 332 G’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BEARERS’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.11.1993 Repair ‘VEHICLE RECLASSIFY’.
05.11.1993 Repair ‘VEHICLE STENCILS’.
05.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 332 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ROCF 332 G’
17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
17.03.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ROCF 332 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
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09.01.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 333

Details: wagon ‘ROQF 333 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 13.06.1996
Last Brake Cylinder: 16.01.1989
Last Single Car Test: 16.01.1989
Last Lift: 30.04.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
17.03.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 333 R’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

16107



2. TIMS GROUP INFORMATION - WAGONS

15.03.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 334

Details: wagon ‘ROQF 334 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 15.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 25.05.1996
Last Brake Cylinder: 26.08.1993
Last Single Car Test: 01.02.1994
Last Lift: 05.05.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE SPRING’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Repair ‘WEAR PLATES & SADDLES’.
10.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘VEHICLE STENCILS’.
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09.01.1990 Repair ‘WEAR PLATES & SADDLES’.
09.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
25.10.1990 Repair ‘STEP’.
25.10.1990 Repair ‘VEHICLE STENCILS’.
25.10.1990 Repair ‘WEAR PLATES & SADDLES’.
25.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BRAKE LEVER’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Repair ‘YOKE CARRIER’.
23.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 334 D’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘END FRAME MEMBER’.
14.06.1991 Repair ‘SIDE BEARER’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘HANDBRAKE HANDLE’.
23.08.1991 Repair ‘VEHICLE STENCILS’.
23.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE COMPLETE’.
21.08.1992 Repair ‘VEHICLE STENCILS’.
21.08.1992 Repair ‘WHEEL SET’.
21.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.08.1993 Repair ‘HANDRAILS END’.
16.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1993 Repair ‘SIDE BEARER’.
16.08.1993 Repair ‘VEHICLE STENCILS’.
16.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE WEAR PLATES’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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27.01.1994 Repair ‘VEHICLE STENCILS’.
27.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 334 D’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 334 D’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 335

Details: wagon ‘ROQF 335 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 22.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.03.1996
Last Triple Valve: 05.10.1990
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 14.04.1993
Last Lift: 24.12.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘VEHICLE STENCILS’.
03.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 335 Q’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.10.1990 Repair ‘VEHICLE STENCILS’.
04.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 335 Q’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 335 Q’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘BRAKE LEVER’.
24.04.1992 Repair ‘BRANCH PIPE’.
24.04.1992 Repair ‘COUPLER COMPLETE’.
24.04.1992 Repair ‘DRAFT GEAR POCKET’.
24.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1992 Repair ‘YOKE COMPLETE’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 335 Q’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1993 Repair ‘SIDE BEARER’.
05.04.1993 Repair ‘VEHICLE STENCILS’.
05.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 335 Q’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 335 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
11.01.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 335 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 336

Details: wagon ‘ROQF 336 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 22.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 04.03.1996
Last Brake Cylinder: 31.08.1990
Last Single Car Test: 03.06.1992
Last Lift: 12.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1990 Repair ‘VEHICLE STENCILS’.
28.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 336 V’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1991 Repair ‘SIDE BEARER CLEARANCE’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
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24.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 336 V’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE BLOCK RB95’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
17.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1991 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘TOP CENTRE PLATE’.
17.09.1991 Repair ‘YOKE COMPLETE’.
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 336 V’
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 336 V’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘CARD OR CLIP HOLDER’.
28.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘VEHICLE STENCILS’.
28.05.1992 Repair ‘WEAR PLATES & SADDLES’.
28.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 336 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 336 V’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 337

Details: wagon ‘ROQF 337 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: CB G-13
Date Built: 22.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.05.1996
Last Brake Cylinder: 09.09.1991
Last Single Car Test: 09.09.1991
Last Lift: 26.10.1982

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1989 Repair ‘VEHICLE STENCILS’.
04.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 337 H’
08.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1991 Repair ‘VEHICLE STENCILS’.
08.02.1991 Repair ‘WHEEL SET’.
08.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 337 H’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 337 H’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE COMPLETE’.
27.06.1991 Repair ‘BRAKE PULL ROD’.
27.06.1991 Repair ‘COUPLER COMPLETE’.
27.06.1991 Repair ‘DRAFT GEAR POCKET’.
27.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.06.1991 Repair ‘SIDE BEARER’.
27.06.1991 Repair ‘TOP CENTRE PLATE’.
27.06.1991 Repair ‘YOKE CARRIER’.
27.06.1991 Repair ‘YOKE COMPLETE’.
27.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 337 H’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1991 Repair ‘SIDE BEARER’.
05.09.1991 Repair ‘VEHICLE STENCILS’.
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05.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 337 H’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.02.1995 Repair ‘VEHICLE RECLASSIFY’.
22.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 337 H’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 338

26.04.1995 Reclassified from wagon ‘ROQF 338 K’ to ’ wagon ‘ROHF 338 G’.

ROQF 340

25.04.1995 Reclassified from wagon ‘ROQF 340 P’ to ’ wagon ‘ROHF 340 L’.

ROQF 341

02.05.1995 Reclassified from wagon ‘ROQF 341 B’ to ’ wagon ‘ROHF 341 U’.

ROQF 342

Details: wagon ‘ROQF 342 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 28.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
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BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 14.12.1995
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 06.06.1991
Last Lift: 26.09.1983

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Repair ‘HANDBRAKE HANDLE’.
17.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1991 Repair ‘SIDE BEARER’.
17.04.1991 Repair ‘VEHICLE STENCILS’.
17.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 342 Q’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 342 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 343

Details: wagon ‘ROQF 343 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 29.07.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 02.12.1995
Last Single Car Test: 18.02.1993
Last Lift: 01.01.1980

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘HANDRAILS END’.
12.02.1993 Repair ‘VEHICLE STENCILS’.
12.02.1993 Repair ‘WHEEL SET’.
12.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 343 C’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 343 C’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 344

09.05.1995 Reclassified from wagon ‘ROQF 344 F’ to ’ wagon ‘ROHF 344 B’.

ROQF 345

02.05.1995 Reclassified from wagon ‘ROQF 345 Y’ to ’ wagon ‘ROHF 345 K’.
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ROQF 346

Details: wagon ‘ROQF 346 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 10.07.1996
Due Triple Valve: 22.07.1988
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 10.12.1992
Last Lift: 22.07.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 346 G’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘WHEEL SET’.
05.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 346 G’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARINGS’.
28.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.05.1992 Repair ‘VEHICLE STENCILS’.
28.05.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 346 G’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘VEHICLE STENCILS’.
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01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 346 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 346 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 347

20.09.1996 Reclassified from wagon ‘ROQF 347 J’ to ’ wagon ‘ROHF 347 F’.

ROQF 348

Details: wagon ‘ROQF 348 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 03.09.1996
Due Triple Valve: 23.03.1997
Last Triple Valve: 11.12.1989
Last Brake Cylinder: 08.10.1992
Last Single Car Test: 22.09.1993
Last Lift: 01.10.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘VEHICLE STENCILS’.
31.10.1989 Repair ‘WHEEL SET’.
31.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 348 B’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE BEARERS’.
05.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1989 Repair ‘TOP CENTRE PLATE’.
05.12.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘AOQF 348 B’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 348 B’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARINGS’.
06.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1992 Repair ‘VEHICLE STENCILS’.
06.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 348 B’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
20.09.1993 Repair ‘BRAKE LEVER’.
20.09.1993 Repair ‘FLOOR SHEETING’.
20.09.1993 Repair ‘VEHICLE COMPLETE’.
20.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 348 B’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE RECLASSIFY’.
08.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AOQF 348 B’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 349

Details: wagon ‘ROQF 349 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 05.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 17.02.1990
Last Triple Valve: 15.11.1988
Last Brake Cylinder: 18.06.1991
Last Single Car Test: 14.10.1993
Last Lift: 16.12.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE PIN’.
31.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.10.1990 Repair ‘VEHICLE STENCILS’.
31.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘VEHICLE STENCILS’.
22.11.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘SIDE BEARER’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 349 Y’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE PIN’.
14.06.1991 Repair ‘END FRAME MEMBER’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘VEHICLE STENCILS’.
14.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1992 Repair ‘VEHICLE STENCILS’.
17.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BEARINGS’.
16.03.1992 Repair ‘VEHICLE STENCILS’.
16.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘VEHICLE STENCILS’.
12.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BEARINGS’.
07.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Repair ‘SIDE BEARER’.
07.10.1993 Repair ‘VEHICLE RECLASSIFY’.
07.10.1993 Repair ‘VEHICLE STENCILS’.
07.10.1993 Repair ‘WHEEL SET’.
07.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
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07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS
TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.

07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.
AOCF ALL (RS4882)’. New class: ‘ROCF’.

13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 349 Y’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 350

Details: wagon ‘ROQF 350 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 18.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.08.1996
Due Triple Valve: 15.06.1997
Last Brake Cylinder: 02.07.1993
Last Single Car Test: 02.07.1993
Last Lift: 14.09.1970

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BEARERS’.
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘BRAKE CONTROL PIPE’.
26.04.1990 Repair ‘BRANCH PIPE’.
26.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 350 G’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘VEHICLE STENCILS’.
26.06.1990 Repair ‘WEAR PLATES & SADDLES’.
26.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 350 G’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1991 Repair ‘VEHICLE STENCILS’.
06.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 350 G’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BEARINGS’.
24.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.06.1992 Repair ‘VEHICLE STENCILS’.
24.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 350 G’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BEARINGS’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘VEHICLE STENCILS’.
17.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 350 G’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1993 Repair ‘SIDE BEARER’.
29.06.1993 Repair ‘VEHICLE STENCILS’.
29.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 350 G’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.02.1995 Repair ‘VEHICLE RECLASSIFY’.
20.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 350 G’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

14.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 351

Details: wagon ‘ROQF 351 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7890
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB G-13
Date Built: 13.08.1969
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 59.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 15.07.1996
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 22.10.1993
Last Lift: 10.12.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1991 Repair ‘TRAIN PIPE’.
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 351 P’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BEARINGS’.
21.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1993 Repair ‘VEHICLE STENCILS’.
21.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 351 P’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1993 Repair ‘VEHICLE STENCILS’.
15.10.1993 Repair ‘WHEEL SET’.
15.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 351 P’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 351 P’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 352

05.05.1995 Reclassified from wagon ‘ROQF 352 S’ to ’ wagon ‘ROHF 352 Y’.

ROQF 353

25.04.1995 Reclassified from wagon ‘ROQF 353 E’ to ’ wagon ‘ROHF 353 A’.

ROQF 2427

Details: wagon ‘ROQF 2427 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
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Intended Use: ORE
Remarks: EX AOCF
BSG Code: FXOO

Capacity of 58 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 12.07.1996
Due Triple Valve: 03.12.1993
Last Single Car Test: 27.09.1993
Last Lift: 09.08.1982

25.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AOCF 2427 W’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Repair ‘TOP CENTRE PLATE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOCF 2427 W’
23.09.1992 Alteration complete ‘PLEASE UPGRADE STEPS AND HANDRAILS ON

‘AOQF’ WAGONS TO MEET CURRENT REQUIREMENTS. 18 HANDHOLDS PER
WAGON 4 NARROW TOE GUARD STIRRUP STEPS 2 STANDARD TRANSVERSE
BRAKE STEPS UPGRADE HANDBRAKE HANDWHEEL TO DWG C/7-CM-17.
AOQF 332,2427,2433,2434,2436,2442. (RS4731)’.

02.12.1992 Repair ‘VEHICLE RECLASSIFY’.
02.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOCF 2427 W’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.12.1992 Repair ‘END SHEETING’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘HANDBRAKE WHEEL’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘SIDE STEP’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOCF 2427 W’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘SIDE STEP’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOCF 2427 W’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BEARINGS’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘HANDRAILS’.
26.02.1993 Repair ‘SIDE BEARER’.
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26.02.1993 Repair ‘VEHICLE STENCILS’.
26.02.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2427 W’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.09.1993 Repair ‘VEHICLE STENCILS’.
23.09.1993 Repair ‘WHEEL SET’.
23.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2427 W’
24.09.1993 Repair ‘VEHICLE RECLASSIFY’.
24.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2427 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 2427 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 2428

Details: wagon ‘ROQF 2428 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 18.1tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FSOO

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 24.04.1992
Last Lift: 31.05.1982

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE BEARINGS’.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
10.01.1991 Repair ‘WHEEL SET’.
10.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2428 E’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.04.1991 Repair ‘SIDE BEARER’.
11.04.1991 Repair ‘VEHICLE STENCILS’.
11.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2428 E’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘VEHICLE STENCILS’.
13.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2428 E’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.
08.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.04.1992 Repair ‘STANCHION’.
08.04.1992 Repair ‘STANCHION’.
08.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 2428 E’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
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06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOQF 2428 E’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 2432

Details: wagon ‘ROQF 2432 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 29.12.1995
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 22.11.1993
Last Lift: 12.01.1978

27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
27.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1992 Repair ‘BOGIE COMPLETE’.
27.07.1992 Repair ‘BRAKE LEVER’.
27.07.1992 Repair ‘BRAKE PULL ROD’.
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27.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOCF 2432 X’
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘VEHICLE COMPLETE’.
31.07.1992 Repair ‘VEHICLE STENCILS’.
31.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 2432 X’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

14.09.1993 Repair ‘VEHICLE RECLASSIFY’.
14.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2432 X’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BEARERS’.
19.11.1993 Repair ‘BOGIE COMPLETE’.
19.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.11.1993 Repair ‘VEHICLE STENCILS’.
19.11.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2432 X’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
07.09.1994 Alteration complete ‘RECLASSIFY ALL ‘AOCF’ ORE WAGONS TO ‘ROCF‘.

AOCF ALL (RS4882)’. New class: ‘ROCF’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2432 X’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 2433

Details: wagon ‘ROQF 2433 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
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Tare Weight: 16.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FBOO

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AC CN CM CB
Return to Service Date: 31.01.1995
Last Triple Valve: 03.12.1992
Last Single Car Test: 26.08.1993
Last Lift: 31.03.1987

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Repair ‘TOP CENTRE PLATE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 2433 N’
23.09.1992 Alteration complete ‘PLEASE UPGRADE STEPS AND HANDRAILS ON

‘AOQF’ WAGONS TO MEET CURRENT REQUIREMENTS. 18 HANDHOLDS PER
WAGON 4 NARROW TOE GUARD STIRRUP STEPS 2 STANDARD TRANSVERSE
BRAKE STEPS UPGRADE HANDBRAKE HANDWHEEL TO DWG C/7-CM-17.
AOQF 332,2427,2433,2434,2436,2442. (RS4731)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BRANCH PIPE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1992 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘END SHEETING’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘HANDBRAKE WHEEL’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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03.12.1992 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘SIDE STEP’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOQF 2433 N’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘HANDRAILS END’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 2433 N’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BEARINGS’.
18.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.06.1993 Repair ‘HANDRAILS’.
18.06.1993 Repair ‘VEHICLE STENCILS’.
18.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2433 N’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.08.1993 Repair ‘VEHICLE STENCILS’.
20.08.1993 Repair ‘WHEEL SET’.
20.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2433 N’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2433 N’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.

ROQF 2434

Details: wagon ‘ROQF 2434 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
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Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
BSG Code: FBOO

Capacity of 58 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 07.08.1996
Due Triple Valve: 01.08.1997
Last Triple Valve: 03.12.1992
Last Single Car Test: 03.12.1992
Last Lift: 09.08.1982

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Repair ‘TOP CENTRE PLATE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 2434 W’
23.09.1992 Alteration complete ‘PLEASE UPGRADE STEPS AND HANDRAILS ON

‘AOQF’ WAGONS TO MEET CURRENT REQUIREMENTS. 18 HANDHOLDS PER
WAGON 4 NARROW TOE GUARD STIRRUP STEPS 2 STANDARD TRANSVERSE
BRAKE STEPS UPGRADE HANDBRAKE HANDWHEEL TO DWG C/7-CM-17.
AOQF 332,2427,2433,2434,2436,2442. (RS4731)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1992 Repair ‘END SHEETING’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘HANDBRAKE WHEEL’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘SIDE STEP’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOQF 2434 W’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE PIN’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
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11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘SIDE STEP’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 2434 W’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
16.02.1995 Repair ‘VEHICLE RECLASSIFY’.
16.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 2434 W’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 2435

09.05.1995 Reclassified from wagon ‘ROQF 2435 C’ to ’ wagon ‘ROHF 2435 V’.

ROQF 2436

Details: wagon ‘ROQF 2436 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 18.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 58 tonnes
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Fleet Grp Code: AC CN CM CB
Return to Service Date: 24.05.1996
Last Triple Valve: 03.12.1992
Last Single Car Test: 02.07.1993
Last Lift: 13.08.1982

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Repair ‘TOP CENTRE PLATE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOCF 2436 V’
23.09.1992 Alteration complete ‘PLEASE UPGRADE STEPS AND HANDRAILS ON

‘AOQF’ WAGONS TO MEET CURRENT REQUIREMENTS. 18 HANDHOLDS PER
WAGON 4 NARROW TOE GUARD STIRRUP STEPS 2 STANDARD TRANSVERSE
BRAKE STEPS UPGRADE HANDBRAKE HANDWHEEL TO DWG C/7-CM-17.
AOQF 332,2427,2433,2434,2436,2442. (RS4731)’.

02.12.1992 Repair ‘VEHICLE RECLASSIFY’.
02.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOCF 2436 V’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1992 Repair ‘END SHEETING’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘HANDBRAKE HANDLE’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘SIDE STEP’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOCF 2436 V’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘SIDE STEP’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOCF 2436 V’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘HANDRAILS’.
05.04.1993 Repair ‘VEHICLE STENCILS’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2436 V’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.06.1993 Repair ‘SIDE BEARER’.
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28.06.1993 Repair ‘VEHICLE STENCILS’.
28.06.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2436 V’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

26.10.1993 Repair ‘VEHICLE RECLASSIFY’.
26.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2436 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 2436 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 2437

16.01.1997 Reclassified from wagon ‘ROQF 2437 U’ to ’ wagon ‘ROHF 2437 Q’.

ROQF 2439

01.02.1997 Reclassified from wagon ‘ROQF 2439 P’ to ’ wagon ‘ROHF 2439 L’.

ROQF 2440

Details: wagon ‘ROQF 2440 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate

16137



2. TIMS GROUP INFORMATION - WAGONS

Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOCF
BSG Code: FSOO

Capacity of 58 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 05.06.1996
Due Triple Valve: 19.05.1997
Last Triple Valve: 23.02.1994
Last Brake Cylinder: 17.08.1992
Last Single Car Test: 23.02.1994
Last Lift: 13.08.1981

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BEARERS’.
12.08.1992 Repair ‘BOGIE COMPLETE’.
12.08.1992 Repair ‘BRAKE LEVER’.
12.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AOCF 2440 V’
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Repair ‘VEHICLE STENCILS’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AOCF 2440 V’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BRAKE BLOCK RB95’.
30.10.1992 Repair ‘VEHICLE STENCILS’.
30.10.1992 Repair ‘WHEEL SET’.
30.10.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2440 V’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘SIDE BEARER’.
25.08.1993 Repair ‘VEHICLE STENCILS’.
25.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2440 V’
28.10.1993 Repair ‘VEHICLE RECLASSIFY’.
28.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2440 V’
15.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1994 Repair ‘BOGIE COMPLETE’.
15.02.1994 Repair ‘BRAKE BLOCK RB95’.
15.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.02.1994 Repair ‘VEHICLE STENCILS’.
15.02.1994 Repair ‘WHEEL SET’.
15.02.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOCF 2440 V’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOCF 2440 V’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.

ROQF 2442

Details: wagon ‘ROQF 2442 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.4m
Tare Weight: 16.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS 204
Date Built: 18.04.1973
Operating System: AN
Intended Use: ORE
Remarks: EX AOQF
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BSG Code: FSOO

Capacity of 58 tonnes

Fleet Grp Code: AC CN CM CB
Return to Service Date: 09.07.1996
Due Triple Valve: 18.06.1988
Last Triple Valve: 03.12.1992
Last Brake Cylinder: 16.01.1989
Last Single Car Test: 14.04.1993
Last Lift: 18.06.1987

28.05.1986 Alteration complete ‘RECLASSIFY ALL ‘AOQX’ WAGONS TO ‘AOQF’
CLASS, RETAINING SAME NUMBERS. ‘X’ BOGIES TO BE RETURNED TO
EXCHANGE POOL AND REPLACED WITH CAPTIVE BOGIES. (RS4127)’. New
class: ‘AOQF’.

14.01.1987 Alteration complete ‘RECLASSIFY AOQY TO AOQF - REFER RS4231
(RS3036)’. New class: ‘AOQF’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1992 Alteration complete ‘PLEASE UPGRADE STEPS AND HANDRAILS ON
‘AOQF’ WAGONS TO MEET CURRENT REQUIREMENTS. 18 HANDHOLDS PER
WAGON 4 NARROW TOE GUARD STIRRUP STEPS 2 STANDARD TRANSVERSE
BRAKE STEPS UPGRADE HANDBRAKE HANDWHEEL TO DWG C/7-CM-17.
AOQF 332,2427,2433,2434,2436,2442. (RS4731)’.

03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.12.1992 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘END SHEETING’.
03.12.1992 Repair ‘FLOOR SHEETING’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘HANDBRAKE WHEEL’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘HANDRAILS’.
03.12.1992 Repair ‘SIDE SHEET’.
03.12.1992 Repair ‘SIDE STEP’.
03.12.1992 Repair ‘VEHICLE COMPLETE’.
03.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AOQF 2442 M’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE BLOCK RB95’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘SIDE STEP’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AOQF 2442 M’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Repair ‘WHEEL SET’.
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06.04.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2442 M’
28.07.1993 Alteration complete ‘RECLASSIFY (100) NO. ‘AOQF’ ORE WAGONS TO

‘AOCF’ FOR OPERATION IN SRA TERRITORY. SUITABLE WAGONS TO BE
SELECTED BY ROLLINGSTOCK MANAGER. AOQF 100 NO. TO BE SELECTED.
(RS4807)’. New class: ‘AOCF’.

15.09.1993 Repair ‘VEHICLE RECLASSIFY’.
15.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2442 M’
02.12.1993 Repair ‘VEHICLE RECLASSIFY’.
02.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AOQF 2442 M’
07.09.1994 Alteration complete ‘RECLASSIFY ‘AOCF’, ‘ROCF’ & ‘AOQF’ ORE WAGONS

TO ‘ROQF‘. AOQF ALL (RS4881)’. New class: ‘ROQF’.
22.02.1995 Repair ‘VEHICLE RECLASSIFY’.
22.02.1995 Issued at location ‘New South Wales’ with a previous code of wagon

‘AOQF 2442 M’
06.04.1995 Alteration ‘FIT 70T BOGIES TO 60 NO. ORE WAGONS ROQF/ROCF,

INCLUDING LONG SPIGOT CENTREPLATE. RECLASSIFY TO ‘ROHF’. (RS4898)’.
New class: ‘ROHF’.

01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM
FOR NRC (PMPRO1)’.

29.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

2.699 Wagon classification starting with ‘RQA’

RQAY 21851

Details: wagon ‘RQAY 21851 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21851
BSG Code: NSQZ

Capacity of 65 tonnes
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Fleet Grp Code: RZ RC HS JW CN AD
Return to Service Date: 28.05.1996
Last Single Car Test: 15.10.1993
Cont Connector Type:] P
Cont Max Slots: 3

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21851 T’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21852

Details: wagon ‘RQAY 21852 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21852 F
BSG Code: NSQZ

Capacity of 65 tonnes

14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21852 F’

RQAY 21853

Details: wagon ‘RQAY 21853 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21853 Y
BSG Code: NSQZ

Capacity of 65 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21853 Y’

RQAY 21854

Details: wagon ‘RQAY 21854 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21854 A
BSG Code: NSQZ

Capacity of 65 tonnes

21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21854 A’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21855

Details: wagon ‘RQAY 21855 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21855 J
BSG Code: NSQZ

Capacity of 65 tonnes

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21855 J’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21856

Details: wagon ‘RQAY 21856 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21856 S
BSG Code: NSQZ

Capacity of 65 tonnes

04.09.1994 Repair ‘VEHICLE RECLASSIFY’.
04.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21856 S’
01.06.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21857

Details: wagon ‘RQAY 21857 X’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21857 E
BSG Code: NSQQ

Capacity of 65 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21857 E’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21858

Details: wagon ‘RQAY 21858 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21858 N
BSG Code: NSQZ

Capacity of 65 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21858 N’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21859

Details: wagon ‘RQAY 21859 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21859 W
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21859 W’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21860

Details: wagon ‘RQAY 21860 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQAY21860S
BSG Code: NSQZ

Capacity of 65 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21860 S’
18.04.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21861

Details: wagon ‘RQAY 21861 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21861 E
BSG Code: NSQZ

Capacity of 65 tonnes

28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21861 E’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21862

Details: wagon ‘RQAY 21862 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21862 N
BSG Code: NSQQ

Capacity of 65 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21862 N’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
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RQAY 21863

Details: wagon ‘RQAY 21863 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY
BSG Code: NSQZ

Capacity of 65 tonnes

19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21863 W’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21864

Details: wagon ‘RQAY 21864 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQAY21864
BSG Code: NSQZ

Capacity of 65 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21864 X’
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11.01.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21865

Details: wagon ‘RQAY 21865 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21865 R
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21865 R’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21866

Details: wagon ‘RQAY 21866 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21866 D
BSG Code: NSQZ
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Capacity of 65 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21866 D’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21867

Details: wagon ‘RQAY 21867 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21867 M
BSG Code: NSQZ

Capacity of 65 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21867 M’
02.12.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21868

Details: wagon ‘RQAY 21868 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21868V
BSG Code: NSQZ

Capacity of 65 tonnes

15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21868 V’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21869

Details: wagon ‘RQAY 21869 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21869 H
BSG Code: NSQZ

Capacity of 65 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21869 H’

RQAY 21870

Details: wagon ‘RQAY 21870 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m

16151



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQAY21870
BSG Code: NSQZ

Capacity of 65 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21870 D’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21871

Details: wagon ‘RQAY 21871 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21871 M
BSG Code: NSQZ

Capacity of 65 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21871 M’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21872

Details: wagon ‘RQAY 21872 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21872 V
BSG Code: NSQZ

Capacity of 65 tonnes

28.07.1994 Repair ‘VEHICLE RECLASSIFY’.
28.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21872 V’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21873

Details: wagon ‘RQAY 21873 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21873
BSG Code: NSQZ

Capacity of 65 tonnes

13.02.1995 Repair ‘VEHICLE RECLASSIFY’.
13.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21873 H’
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RQAY 21874

Details: wagon ‘RQAY 21874 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21874U
BSG Code: NSQZ

Capacity of 65 tonnes

05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21874 Q’
18.10.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21875

Details: wagon ‘RQAY 21875 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21875 C
BSG Code: NSQQ

Capacity of 65 tonnes

16.08.1994 Repair ‘VEHICLE RECLASSIFY’.
16.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21875 C’
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RQAY 21876

Details: wagon ‘RQAY 21876 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21876 L
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21876 L’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21877

Details: wagon ‘RQAY 21877 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQAY21877
BSG Code: NSQZ

Capacity of 65 tonnes
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25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21877 U’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21879

Details: wagon ‘RQAY 21879 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21879 P
BSG Code: NSQZ

Capacity of 65 tonnes

01.06.1994 Repair ‘VEHICLE RECLASSIFY’.
01.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21879 P’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21880

Details: wagon ‘RQAY 21880 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQAY 21880 L
BSG Code: NSQZ

Capacity of 65 tonnes

11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21880 L’
30.09.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21881

Details: wagon ‘RQAY 21881 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21881 U
BSG Code: NSQZ

Capacity of 65 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21881 U’
04.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21882

Details: wagon ‘RQAY 21882 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21882 G
BSG Code: NSQZ

Capacity of 65 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21882 G’
30.12.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21883

Details: wagon ‘RQAY 21883 T’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21883 P
BSG Code: NSQZ

Capacity of 65 tonnes

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21883 P’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21884

Details: wagon ‘RQAY 21884 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21884 B
BSG Code: NSQZ

Capacity of 65 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21884 B’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21885

Details: wagon ‘RQAY 21885 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21885 K
BSG Code: NSQZ

Capacity of 65 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21885 K’
25.03.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21886

Details: wagon ‘RQAY 21886 A’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21886 T
BSG Code: NSQZ

Capacity of 65 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21886 T’
14.01.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21887

Details: wagon ‘RQAY 21887 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21887 F
BSG Code: NSQZ

Capacity of 65 tonnes

30.12.1994 Repair ‘VEHICLE RECLASSIFY’.
30.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21887 F’

RQAY 21888

Details: wagon ‘RQAY 21888 S’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21888 Y
BSG Code: NSQZ

Capacity of 65 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21888 Y’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21889

Details: wagon ‘RQAY 21889 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21889 A
BSG Code: NSQQ

Capacity of 65 tonnes

30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21889 A’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21890

Details: wagon ‘RQAY 21890 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21890 T’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21891

Details: wagon ‘RQAY 21891 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQAY21981F
BSG Code: NSQZ

Capacity of 65 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21891 F’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
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RQAY 21892

Details: wagon ‘RQAY 21892 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQAY
BSG Code: NSQZ

Capacity of 65 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21892 Y’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21893

Details: wagon ‘RQAY 21893 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21893 A
BSG Code: NSQZ

Capacity of 65 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21893 A’
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03.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21894

Details: wagon ‘RQAY 21894 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21894 J
BSG Code: NSQQ

Capacity of 65 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21894 J’
13.03.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21895

Details: wagon ‘RQAY 21895 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21895 S
BSG Code: NSQZ

Capacity of 65 tonnes
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23.12.1994 Repair ‘VEHICLE RECLASSIFY’.
23.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21895 S’
18.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21896

Details: wagon ‘RQAY 21896 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21896 E
BSG Code: NSQZ

Capacity of 65 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21896 E’

RQAY 21897

Details: wagon ‘RQAY 21897 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes
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28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21897 N’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21898

Details: wagon ‘RQAY 21898 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQAY21898W
BSG Code: NSQZ

Capacity of 65 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21898 W’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21899

Details: wagon ‘RQAY 21899 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21899 X
BSG Code: NSQZ

Capacity of 65 tonnes

29.10.1994 Repair ‘VEHICLE RECLASSIFY’.
29.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21899 X’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21900

Details: wagon ‘RQAY 21900 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21900 A
BSG Code: NSQZ

Capacity of 65 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21900 A’
11.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21902

Details: wagon ‘RQAY 21902 W’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21902 S
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21902 S’
05.07.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21903

Details: wagon ‘RQAY 21903 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21903 E’
30.01.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21904

Details: wagon ‘RQAY 21904 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQAY 21904
BSG Code: NSQZ

Capacity of 65 tonnes

20.08.1994 Repair ‘VEHICLE RECLASSIFY’.
20.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21904 N’
02.11.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21905

Details: wagon ‘RQAY 21905 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21905 D
BSG Code: NSQZ

Capacity of 65 tonnes

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21905 W’
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06.11.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21906

Details: wagon ‘RQAY 21906 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21906 X
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21906 X’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21907

Details: wagon ‘RQAY 21907 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21907
BSG Code: NSQZ

Capacity of 65 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21907 R’

RQAY 21908

Details: wagon ‘RQAY 21908 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21908 D
BSG Code: NSQZ

Capacity of 65 tonnes

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21908 D’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21909

Details: wagon ‘RQAY 21909 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21909 M’

RQAY 21910

Details: wagon ‘RQAY 21910 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21910 X
BSG Code: NSQZ

Capacity of 65 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21910 X’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21911

Details: wagon ‘RQAY 21911 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21911 R
BSG Code: NSQZ

Capacity of 65 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21911 R’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21912

Details: wagon ‘RQAY 21912 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21912 D
BSG Code: NSQZ

Capacity of 65 tonnes

24.03.1995 Repair ‘VEHICLE RECLASSIFY’.
24.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21912 D’

RQAY 21913

Details: wagon ‘RQAY 21913 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21913 M
BSG Code: NSQZ

Capacity of 65 tonnes

05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21913 M’

RQAY 21914

Details: wagon ‘RQAY 21914 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21914 V
BSG Code: NSQZ

Capacity of 65 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21914 V’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21915

Details: wagon ‘RQAY 21915 L’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21915 H
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21915 H’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21916

Details: wagon ‘RQAY 21916 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQAY 21916
BSG Code: NSQZ

Capacity of 65 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21916 Q’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
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RQAY 21917

Details: wagon ‘RQAY 21917 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21917 C
BSG Code: NSQZ

Capacity of 65 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21917 C’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21918

Details: wagon ‘RQAY 21918 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21918 L
BSG Code: NSQZ

Capacity of 65 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21918 L’
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03.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21919

Details: wagon ‘RQAY 21919 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21919 U
BSG Code: NSQZ

Capacity of 65 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21919 U’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21920

Details: wagon ‘RQAY 21920 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21920Q
BSG Code: NSQZ

Capacity of 65 tonnes
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15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21920 Q’
12.10.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21921

Details: wagon ‘RQAY 21921 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21921 C
BSG Code: NSQZ

Capacity of 65 tonnes

29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21921 C’
29.08.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21923

Details: wagon ‘RQAY 21923 B’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21923 U
BSG Code: NSQZ
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Capacity of 65 tonnes

26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21923 U’
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21924

Details: wagon ‘RQAY 21924 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21924 G
BSG Code: NSQZ

Capacity of 65 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21924 G’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21925

Details: wagon ‘RQAY 21925 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21925 P
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BSG Code: NSQZ

Capacity of 65 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21925 P’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
22.11.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21926

Details: wagon ‘RQAY 21926 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21926 B
BSG Code: NSQZ

Capacity of 65 tonnes

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21926 B’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21927

Details: wagon ‘RQAY 21927 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21927 K
BSG Code: NSQZ

Capacity of 65 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21927 K’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21928

Details: wagon ‘RQAY 21928 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21928 T
BSG Code: NSQZ

Capacity of 65 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21928 T’
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21929

Details: wagon ‘RQAY 21929 J’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21929 F
BSG Code: NSQZ

Capacity of 65 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21929 F’
18.06.1994 Repair ‘VEHICLE COMPLETE’.

RQAY 21930

Details: wagon ‘RQAY 21930 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21930 B
BSG Code: NSQZ

Capacity of 65 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21930 B’
22.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21931

Details: wagon ‘RQAY 21931 Y’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21931 K
BSG Code: NSQZ

Capacity of 65 tonnes

05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21931 K’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21932

Details: wagon ‘RQAY 21932 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21932 T
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21932 T’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
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RQAY 21933

Details: wagon ‘RQAY 21933 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21933 F’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21934

Details: wagon ‘RQAY 21934 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQAY21934
BSG Code: NSQZ

Capacity of 65 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21934 Y’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
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RQAY 21935

Details: wagon ‘RQAY 21935 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21935 A
BSG Code: NSQZ

Capacity of 65 tonnes

05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21935 A’
09.01.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21936

Details: wagon ‘RQAY 21936 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21936 J
BSG Code: NSQZ

Capacity of 65 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21936 J’
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RQAY 21937

Details: wagon ‘RQAY 21937 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQAY21937
BSG Code: NSQZ

Capacity of 65 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21937 S’
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21938

Details: wagon ‘RQAY 21938 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21938 E
BSG Code: NSQZ

Capacity of 65 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21938 E’
11.04.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21940

Details: wagon ‘RQAY 21940 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21940 J’
14.03.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21941

Details: wagon ‘RQAY 21941 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21941 S’

RQAY 21942

Details: wagon ‘RQAY 21942 X’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21942 E
BSG Code: NSQZ

Capacity of 65 tonnes

01.11.1994 Repair ‘VEHICLE RECLASSIFY’.
01.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21942 E’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

RQAY 21943

Details: wagon ‘RQAY 21943 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21943 N
BSG Code: NSQZ

Capacity of 65 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21943 N’
18.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQAY 21944

Details: wagon ‘RQAY 21944 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21944 W
BSG Code: NSQZ

Capacity of 65 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21944 W’
23.07.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21945

Details: wagon ‘RQAY 21945 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21945 X
BSG Code: NSQZ

Capacity of 65 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21945 X’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
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RQAY 21946

Details: wagon ‘RQAY 21946 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21946 R
BSG Code: NSQZ

Capacity of 65 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21946 R’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21947

Details: wagon ‘RQAY 21947 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQAY 21947 D’

25.10.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21948

Details: wagon ‘RQAY 21948 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQAY 21948 M
BSG Code: NSQZ

Capacity of 65 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21948 M’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21949

Details: wagon ‘RQAY 21949 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQAY 21949 V
BSG Code: NSQZ
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Capacity of 65 tonnes

28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21949 V’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.

RQAY 21950

Details: wagon ‘RQAY 21950 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 65 tonnes

26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQAY 21950 R’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.

2.700 Wagon classification starting with ‘RQB’

RQBY 15002

Details: wagon ‘RQBY 15002 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15002 A
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15002 A’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15003

Details: wagon ‘RQBY 15003 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15003 J
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15003 J’

16193



2. TIMS GROUP INFORMATION - WAGONS

RQBY 15004

Details: wagon ‘RQBY 15004 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 15004 L—EX NQBY 15004 S
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15004 S’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15005

Details: wagon ‘RQBY 15005 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQBY15005
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15005 E’
18.09.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQBY 15006

Details: wagon ‘RQBY 15006 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15006 N
BSG Code: NSQQ

Capacity of 54 tonnes

31.03.1992 Repair ‘VEHICLE RECLASSIFY’.
31.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15006 N’
12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15006 N’
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15006 N’
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15007

Details: wagon ‘RQBY 15007 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 15007 E/ NQBY 15007 W
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15007 W’
21.07.1995 Repair ‘VEHICLE COMPLETE’.

RQBY 15008

Details: wagon ‘RQBY 15008 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15008 X
BSG Code: NSQQ

Capacity of 54 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15008 X’

RQBY 15009

Details: wagon ‘RQBY 15009 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15009 R
BSG Code: NSQQ

Capacity of 54 tonnes

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15009 R’

RQBY 15010

Details: wagon ‘RQBY 15010 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15010 N
BSG Code: NSQQ

Capacity of 54 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15010 N’
14.02.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15011

Details: wagon ‘RQBY 15011 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard

16197



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQBY
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15011 W’
28.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.

RQBY 15012

Details: wagon ‘RQBY 15012 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY15012 NQSY15012 NQBY15012
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15012 X’

RQBY 15013

Details: wagon ‘RQBY 15013 V’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15013 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15013 R’
06.04.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15014

Details: wagon ‘RQBY 15014 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15014 D
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15014 D’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
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RQBY 15015

Details: wagon ‘RQBY 15015 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15015
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15015 M’

RQBY 15016

Details: wagon ‘RQBY 15016 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY15016D/NQBY15016V
BSG Code: NSQQ

Capacity of 54 tonnes

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15016 V’
01.03.1996 Repair ‘VEHICLE COMPLETE’.
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10.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15017

Details: wagon ‘RQBY 15017 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15017
BSG Code: NSQQ

Capacity of 54 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15017 H’

RQBY 15018

Details: wagon ‘RQBY 15018 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY EX NQBY 15018
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15018 Q’
16.12.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15019

Details: wagon ‘RQBY 15019 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15019 C
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15019 C’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15020

Details: wagon ‘RQBY 15020 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15020 V
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BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15020 V’
29.12.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15021

Details: wagon ‘RQBY 15021 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15021H EX NQSY15021M 11/2/93
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15021 H’
30.09.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15022

Details: wagon ‘RQBY 15022 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY; EX NQBY15022Q
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15022 Q’

RQBY 15023

Details: wagon ‘RQBY 15023 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15023 C
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15023 C’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15024

Details: wagon ‘RQBY 15024 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY15024E/NQSY15024Q/NQBY15024
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15024 L’
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQBY 15025

Details: wagon ‘RQBY 15025 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15025 N
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15025 U’

RQBY 15026

Details: wagon ‘RQBY 15026 K’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY/NQBY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15026 G’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.

RQBY 15027

Details: wagon ‘RQBY 15027 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15027 P
BSG Code: NSQQ

Capacity of 54 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15027 P’
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RQBY 15028

Details: wagon ‘RQBY 15028 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15028 B
BSG Code: NSQQ

Capacity of 54 tonnes

11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15028 B’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15029

Details: wagon ‘RQBY 15029 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 15029 D/ NQBY 15029 K
BSG Code: NSQQ

Capacity of 54 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15029 K’
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RQBY 15030

Details: wagon ‘RQBY 15030 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX.NQOY15030G : NQBY15030
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15030 G’

RQBY 15032

Details: wagon ‘RQBY 15032 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 15032R; EX NQBY 15032
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15032 B’
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RQBY 15033

Details: wagon ‘RQBY 15033 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY/NQBY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15033 K’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15034

Details: wagon ‘RQBY 15034 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15034 T
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQBY 15034 T’

26.02.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15036

Details: wagon ‘RQBY 15036 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15036 Y
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15036 Y’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15037

Details: wagon ‘RQBY 15037 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW

16210



2.700. Wagon classification starting with ‘RQB’

Intended Use: CONTAINERS
Remarks: EX NQBY 15037 A
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15037 A’

RQBY 15038

Details: wagon ‘RQBY 15038 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY15038J/NQBY15038J
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15038 J’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15039

Details: wagon ‘RQBY 15039 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15039 S
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15039 S’
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15041

Details: wagon ‘RQBY 15041 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY15041/NQBY15041A
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15041 A’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQBY 15042

Details: wagon ‘RQBY 15042 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15042 J’
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15043

Details: wagon ‘RQBY 15043 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15043 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15043 S’
27.04.1996 Repair ‘VEHICLE COMPLETE’.

16213



2. TIMS GROUP INFORMATION - WAGONS

RQBY 15045

Details: wagon ‘RQBY 15045 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 15045 S; EX NQBY15045N
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15045 N’
26.05.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15047

Details: wagon ‘RQBY 15047 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQBY 15047 X
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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13.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQBY 15047 X’

20.02.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15048

Details: wagon ‘RQBY 15048 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15048 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15048 R’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.

RQBY 15049

Details: wagon ‘RQBY 15049 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQBY 15049 D
BSG Code: NSQQ

Capacity of 54 tonnes

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15049 D’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15050

Details: wagon ‘RQBY 15050 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15050 W
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15050 W’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQBY 15051

Details: wagon ‘RQBY 15051 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 15051 N—EX NQBY 15051 X
BSG Code: NSQQ

Capacity of 54 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15051 X’
20.11.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.

RQBY 15052

Details: wagon ‘RQBY 15052 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15052 R
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE RECLASSIFY’.
24.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15052 R’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
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RQBY 15053

Details: wagon ‘RQBY 15053 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBY 15053 D
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQBY 15053 D’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

2.701 Wagon classification starting with ‘RQC’

RQCX 10

02.06.1994 Reclassified from wagon ‘RQCX 10 E’ to ’ wagon ‘RQCY 10 X’.

RQCX 27

01.03.1995 Reclassified from wagon ‘RQCX 27 G’ to ’ wagon ‘RQCY 27 K’.

RQCX 31

Details: wagon ‘RQCX 31 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 16.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 15.08.1995
Last Single Car Test: 27.04.1989
Last Lift: 06.06.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘STANCHION’.
16.11.1989 Repair ‘VEHICLE RETARE’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 31 M’
21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 31 M’
26.04.1990 Repair ‘END BRAKE COCK’.
26.04.1990 Repair ‘END HOSE’.
26.04.1990 Repair ‘TRAIN PIPE’.
26.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQCX 31 M’
26.11.1990 Repair ‘TRAIN PIPE (END)’.
26.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 31 M’
10.02.1991 Repair ‘STEP’.
10.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 31 M’
12.05.1991 Repair ‘STEP’.
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 31 M’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

18.07.1991 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1991 Repair ‘HANDRAILS END’.
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18.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 31 M’
15.11.1991 Repair ‘HANDRAILS END’.
15.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 31 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 31 M’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 31 M’
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AQCX 31 M’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 37

24.02.1995 Reclassified from wagon ‘RQCX 37 Y’ to ’ wagon ‘RQCY 37 S’.

RQCX 44

Details: wagon ‘RQCX 44 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 27.08.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RB CM CN AD CG
Return to Service Date: 04.08.1996
Last Brake Cylinder: 09.09.1988
Last Lift: 18.03.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.07.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCX 44 B’
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 44 B’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

26.07.1991 Repair ‘HANDRAILS END’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCX 44 B’
15.06.1993 Repair ‘BOGIE BEARINGS’.
15.06.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQCX 44 B’
31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘BOGIE BEARINGS’.
31.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.07.1993 Repair ‘COUPLER KNUCKLE’.
31.07.1993 Repair ‘EMPTY LOAD VALVE’.
31.07.1993 Repair ‘GRADE CONTROL VALVE’.
31.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 44 B’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘AXLEBOX’.
12.08.1993 Repair ‘BRAKE PULL ROD’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘END BRAKE COCK’.
12.08.1993 Repair ‘HOSE FITTINGS’.
12.08.1993 Repair ‘TRAIN PIPE (END)’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQCX 44 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 44 B’
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18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCX 44 B’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.07.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 52

03.03.1995 Reclassified from wagon ‘RQCX 52 X’ to ’ wagon ‘RQCY 52 M’.

RQCX 69

Details: wagon ‘RQCX 69 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.07.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RB AD CM CN CG
Return to Service Date: 14.07.1996
Due Triple Valve: 26.08.1988
Last Triple Valve: 15.05.1991
Last Single Car Test: 25.08.1988
Last Lift: 13.08.1974
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Repair ‘BRAKE PIN’.
17.11.1989 Repair ‘BRAKE PULL ROD’.
17.11.1989 Repair ‘BRANCH PIPE’.
17.11.1989 Repair ‘COUPLER COMPLETE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1989 Repair ‘STANCHION’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE RETARE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 69 Q’
13.01.1990 Repair ‘HANDRAILS END’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 69 Q’
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCX 69 Q’
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCX 69 Q’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘CARD OR CLIP HOLDER’.
15.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 69 Q’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘TRAIN PIPE (END)’.
29.10.1991 Repair ‘TRAIN PIPE’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 69 Q’
30.12.1993 Repair ‘STEP’.
30.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 69 Q’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCX 69 Q’
18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘AQCX 69 Q’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 70

Details: wagon ‘RQCX 70 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 26.07.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 11.04.1996
Last Brake Cylinder: 19.07.1991
Last Lift: 21.09.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQCX 70 M’
14.07.1990 Repair ‘HANDRAILS END’.
14.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 70 M’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘SIDE BEARER’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 70 M’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 70 M’
31.07.1991 Repair ‘HANDRAILS END’.
31.07.1991 Repair ‘TWIST LOCK’.
31.07.1991 Repair ‘TWIST LOCK’.
31.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCX 70 M’
28.06.1993 Repair ‘TRAIN PIPE (END)’.
28.06.1993 Repair ‘TRAIN PIPE’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 70 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 70 M’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 70 M’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.06.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
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05.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 501

05.08.1996 Reclassified from wagon ‘RQCX 501 R’ to ’ wagon ‘VQCX 501 V’.

RQCX 503

16.07.1996 Reclassified from wagon ‘RQCX 503 M’ to ’ wagon ‘VQCX 503 Q’.

RQCX 504

19.08.1996 Reclassified from wagon ‘RQCX 504 V’ to ’ wagon ‘VQCX 504 C’.

RQCX 506

04.03.1995 Reclassified from wagon ‘RQCX 506 Q’ to ’ wagon ‘RQCY 506 U’.

RQCX 508

01.03.1995 Reclassified from wagon ‘RQCX 508 L’ to ’ wagon ‘RQCY 508 P’.

RQCX 509

16.07.1996 Reclassified from wagon ‘RQCX 509 U’ to ’ wagon ‘VQCX 509 B’.

RQCX 510

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 510 Q’ to ’ wagon ‘VQCX 510 U’.

RQCX 513

19.08.1996 Reclassified from wagon ‘RQCX 513 U’ to ’ wagon ‘VQCX 513 B’.

RQCX 514

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 514 G’ to ’ wagon ‘VQCX 514 K’.
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RQCX 516

17.10.1995 Reclassified from wagon ‘RQCX 516 B’ to ’ wagon ‘VQCX 516 F’.

RQCX 520

Details: wagon ‘RQCX 520 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 520
BSG Code: VXQQ

Capacity of 61 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 04.10.1994
Cont Connector Type:] B
Cont Max Slots: 3

19.03.1990 Repair ‘HANDRAILS’.
19.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 520 F’
03.08.1993 Repair ‘STEP’.
03.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 520 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 520 F’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 520 F’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 520 F’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

RQCX 521

23.09.1996 Reclassified from wagon ‘RQCX 521 K’ to ’ wagon ‘VQCX 521 Y’.
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RQCX 523

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 523 F’ to ’ wagon ‘VQCX 523 J’.

RQCX 527

23.09.1996 Reclassified from wagon ‘RQCX 527 S’ to ’ wagon ‘VQCX 527 W’.

RQCX 528

Details: wagon ‘RQCX 528 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EV VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

Fleet Grp Code: RZ RB AD CM CN CG
Return to Service Date: 13.09.1996
Cont Connector Type:] B
Cont Max Slots: 3

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQCX 528 X’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.04.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQCX 536

19.12.1996 Reclassified from wagon ‘RQCX 536 R’ to ’ wagon ‘VQCX 536 V’.

RQCX 537

16.07.1996 Reclassified from wagon ‘RQCX 537 D’ to ’ wagon ‘VQCX 537 H’.

RQCX 538

10.03.1995 Reclassified from wagon ‘RQCX 538 M’ to ’ wagon ‘RQCY 538 Q’.

RQCX 540

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 540 V’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Reclassified from wagon ‘RQCX 540 R’ to ’ wagon ‘RQCY 540 V’.

RQCX 543

18.06.1996 Reclassified from wagon ‘RQCX 543 V’ to ’ wagon ‘VQCX 543 C’.

RQCX 546

Details: wagon ‘RQCX 546 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 546 K
BSG Code: VXQQ

Capacity of 61 tonnes
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Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 12.09.1996
Last Brake Cylinder: 13.12.1988
Last Single Car Test: 17.06.1991
Cont Connector Type:] B
Cont Max Slots: 3

10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.02.1990 Repair ‘END HOSE’.
10.02.1990 Repair ‘RELAY VALVE’.
10.02.1990 Repair ‘TRAIN PIPE (END)’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 546 G’
29.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 546 G’
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 546 G’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Repair ‘TRAIN PIPE’.
14.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQCX 546 G’
14.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQCX 546 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VQCX 546 G’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 549

30.07.1996 Reclassified from wagon ‘RQCX 549 G’ to ’ wagon ‘VQCX 549 K’.

RQCX 552

21.02.1995 Reclassified from wagon ‘RQCX 552 U’ to ’ wagon ‘RQCY 552 B’.
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RQCX 555

16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘VQCX 555 F’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 555 F’
19.03.1994 Repair ‘STEP’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 555 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘VQCX 555 F’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Reclassified from wagon ‘RQCX 555 B’ to ’ wagon ‘RQCY 555 F’.

RQCX 556

27.02.1995 Reclassified from wagon ‘RQCX 556 K’ to ’ wagon ‘RQCY 556 Y’.

RQCX 559

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 559 Y’ to ’ wagon ‘VQCX 559 S’.

RQCX 562

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 562 F’ to ’ wagon ‘VQCX 562 J’.

RQCX 563

10.01.1997 Reclassified from wagon ‘RQCX 563 Y’ to ’ wagon ‘VQCX 563 S’.

RQCX 564

22.07.1996 Reclassified from wagon ‘RQCX 564 A’ to ’ wagon ‘VQCX 564 E’.
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RQCX 565

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 565 J’ to ’ wagon ‘VQCX 565 N’.

RQCX 567

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 567 X’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

29.03.1995 Reclassified from wagon ‘RQCX 567 E’ to ’ wagon ‘RQCY 567 X’.

RQCX 570

Details: wagon ‘RQCX 570 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 570
BSG Code: VXQQ

Capacity of 61 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 21.05.1996
Cont Connector Type:] B
Cont Max Slots: 3

12.03.1991 Repair ‘STEP’.
12.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 570 W’
23.04.1991 Repair ‘STEP’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 570 W’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.07.1992 Repair ‘BOGIE COMPLETE’.
22.07.1992 Repair ‘STEP’.
22.07.1992 Repair ‘VEHICLE COMPLETE’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 570 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 570 W’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 571

Details: wagon ‘RQCX 571 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 571
BSG Code: VXQQ

Capacity of 61 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 10.09.1996
Cont Connector Type:] B
Cont Max Slots: 3

16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 571 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 571 X’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
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14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.03.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 573

08.03.1995 Reclassified from wagon ‘RQCX 573 W’ to ’ wagon ‘RQCY 573 D’.

RQCX 576

25.07.1996 Reclassified from wagon ‘RQCX 576 D’ to ’ wagon ‘VQCX 576 H’.

RQCX 578

19.08.1996 Reclassified from wagon ‘RQCX 578 V’ to ’ wagon ‘VQCX 578 C’.

RQCX 579

Details: wagon ‘RQCX 579 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 579
BSG Code: VXQQ

Capacity of 61 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 13.09.1996
Last Single Car Test: 20.01.1992
Cont Connector Type:] B
Cont Max Slots: 3

16234



2.701. Wagon classification starting with ‘RQC’

23.01.1991 Repair ‘HANDRAILS END’.
23.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 579 L’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BOGIE BEARINGS’.
15.01.1992 Repair ‘BRANCH PIPE’.
15.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VQCX 579 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 579 L’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 579 L’
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 579 L’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.04.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 582

25.07.1996 Reclassified from wagon ‘RQCX 582 V’ to ’ wagon ‘VQCX 582 C’.

RQCX 583

19.08.1996 Reclassified from wagon ‘RQCX 583 H’ to ’ wagon ‘VQCX 583 L’.

RQCX 586

02.10.1996 Reclassified from wagon ‘RQCX 586 L’ to ’ wagon ‘VQCX 586 P’.

RQCX 589

30.07.1996 Reclassified from wagon ‘RQCX 589 P’ to ’ wagon ‘VQCX 589 T’.

RQCX 590

23.02.1995 Reclassified from wagon ‘RQCX 590 L’ to ’ wagon ‘RQCY 590 P’.

RQCX 591

Details: wagon ‘RQCX 591 U’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 591
BSG Code: VXQQ

Capacity of 61 tonnes

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.09.1989 Repair ‘WEAR PLATES & SADDLES’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 591 B’
07.06.1993 Repair ‘TRAIN PIPE’.
07.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 591 B’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘TRAIN PIPE (END)’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 591 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 591 B’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 597

23.02.1995 Reclassified from wagon ‘RQCX 597 F’ to ’ wagon ‘RQCY 597 J’.

RQCX 598

22.07.1996 Reclassified from wagon ‘RQCX 598 Y’ to ’ wagon ‘VQCX 598 S’.

RQCX 599

17.10.1996 Reclassified from wagon ‘RQCX 599 A’ to ’ wagon ‘VQCX 599 E’.

RQCX 602

23.02.1995 Reclassified from wagon ‘RQCX 602 K’ to ’ wagon ‘RQCY 602 Y’.
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RQCX 603

11.10.1996 Reclassified from wagon ‘RQCX 603 T’ to ’ wagon ‘VQCX 603 A’.

RQCX 608

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.10.1995 Reclassified from wagon ‘RQCX 608 S’ to ’ wagon ‘VQCX 608 W’.

RQCX 609

26.02.1997 Reclassified from wagon ‘RQCX 609 E’ to ’ wagon ‘RQCY 609 X’.

RQCX 613

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 613 E’ to ’ wagon ‘VQCX 613 X’.

RQCX 614

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 614 N’ to ’ wagon ‘VQCX 614 R’.

RQCX 618

19.08.1996 Reclassified from wagon ‘RQCX 618 D’ to ’ wagon ‘VQCX 618 H’.

RQCX 620

24.02.1995 Reclassified from wagon ‘RQCX 620 X’ to ’ wagon ‘RQCY 620 M’.

RQCX 621

31.05.1995 Reclassified from wagon ‘RQCX 621 R’ to ’ wagon ‘RQCY 621 V’.

RQCX 623

13.03.1995 Reclassified from wagon ‘RQCX 623 M’ to ’ wagon ‘RQCY 623 Q’.
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RQCX 624

30.07.1996 Reclassified from wagon ‘RQCX 624 V’ to ’ wagon ‘VQCX 624 C’.

RQCX 625

08.03.1995 Reclassified from wagon ‘RQCX 625 H’ to ’ wagon ‘RQCY 625 L’.

RQCX 626

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 626 Q’ to ’ wagon ‘VQCX 626 U’.

RQCX 627

13.03.1995 Reclassified from wagon ‘RQCX 627 C’ to ’ wagon ‘RQCY 627 G’.

RQCX 629

15.12.1994 Repair ‘VEHICLE RECLASSIFY’.
15.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 629 B’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Reclassified from wagon ‘RQCX 629 U’ to ’ wagon ‘RQCY 629 B’.

RQCX 631

10.03.1995 Reclassified from wagon ‘RQCX 631 C’ to ’ wagon ‘RQCY 631 G’.

RQCX 635

25.02.1995 Reclassified from wagon ‘RQCX 635 P’ to ’ wagon ‘RQCY 635 T’.

RQCX 636

19.08.1996 Reclassified from wagon ‘RQCX 636 B’ to ’ wagon ‘VQCX 636 F’.

RQCX 637

19.08.1996 Reclassified from wagon ‘RQCX 637 K’ to ’ wagon ‘VQCX 637 Y’.

RQCX 639

14.03.1995 Reclassified from wagon ‘RQCX 639 F’ to ’ wagon ‘RQCY 639 J’.
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RQCX 641

08.03.1995 Reclassified from wagon ‘RQCX 641 K’ to ’ wagon ‘RQCY 641 Y’.

RQCX 642

01.02.1997 Reclassified from wagon ‘RQCX 642 T’ to ’ wagon ‘VQCX 642 A’.

RQCX 643

30.07.1996 Reclassified from wagon ‘RQCX 643 F’ to ’ wagon ‘VQCX 643 J’.

RQCX 648

13.10.1989 Repair ‘HANDRAILS END’.
13.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 648 X’
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 648 X’
30.05.1991 Repair ‘STEP’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 648 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 648 X’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Reclassified from wagon ‘RQCX 648 E’ to ’ wagon ‘VQCX 648 X’.

RQCX 649

08.03.1995 Reclassified from wagon ‘RQCX 649 N’ to ’ wagon ‘RQCY 649 R’.

RQCX 652

05.08.1996 Reclassified from wagon ‘RQCX 652 E’ to ’ wagon ‘VQCX 652 X’.

RQCX 655

08.03.1995 Reclassified from wagon ‘RQCX 655 X’ to ’ wagon ‘RQCY 655 M’.

RQCX 658

18.06.1996 Reclassified from wagon ‘RQCX 658 M’ to ’ wagon ‘VQCX 658 Q’.
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RQCX 660

16.07.1996 Reclassified from wagon ‘RQCX 660 R’ to ’ wagon ‘VQCX 660 V’.

RQCX 661

13.03.1995 Reclassified from wagon ‘RQCX 661 D’ to ’ wagon ‘RQCY 661 H’.

RQCX 665

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

99.99.9999 Reclassified from wagon ‘RQCX 665 Q’ to ’ wagon ‘VQCX 665 U’.

RQCX 667

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.10.1995 Reclassified from wagon ‘RQCX 667 L’ to ’ wagon ‘VQCX 667 P’.

RQCX 669

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 669 G’ to ’ wagon ‘VQCX 669 K’.

RQCX 670

Details: wagon ‘RQCX 670 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

04.12.1992 Repair ‘HANDRAILS’.
04.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 670 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘VQCX 670 G’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.05.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 672

11.10.1996 Reclassified from wagon ‘RQCX 672 U’ to ’ wagon ‘VQCX 672 B’.

RQCX 673

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.10.1995 Reclassified from wagon ‘RQCX 673 G’ to ’ wagon ‘VQCX 673 K’.

RQCX 674

04.03.1995 Reclassified from wagon ‘RQCX 674 P’ to ’ wagon ‘RQCY 674 T’.

RQCX 675

25.02.1995 Reclassified from wagon ‘RQCX 675 B’ to ’ wagon ‘RQCY 675 F’.

RQCX 677

17.02.1995 Reclassified from wagon ‘RQCX 677 T’ to ’ wagon ‘RQCY 677 A’.

RQCX 678

01.03.1995 Reclassified from wagon ‘RQCX 678 F’ to ’ wagon ‘RQCY 678 J’.

RQCX 679

11.03.1995 Reclassified from wagon ‘RQCX 679 Y’ to ’ wagon ‘RQCY 679 S’.
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RQCX 680

16.07.1996 Reclassified from wagon ‘RQCX 680 K’ to ’ wagon ‘VQCX 680 Y’.

RQCX 681

10.04.1995 Reclassified from wagon ‘RQCX 681 T’ to ’ wagon ‘RQCY 681 A’.

RQCX 683

Details: wagon ‘RQCX 683 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.06.1991 Repair ‘HANDRAILS END’.
17.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 683 S’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Repair ‘BRANCH PIPE’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 683 S’
30.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 683 S’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 683 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 683 S’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
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14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 686

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 686 S’ to ’ wagon ‘VQCX 686 W’.

RQCX 687

25.02.1995 Reclassified from wagon ‘RQCX 687 E’ to ’ wagon ‘RQCY 687 X’.

RQCX 688

03.03.1995 Reclassified from wagon ‘RQCX 688 N’ to ’ wagon ‘RQCY 688 R’.

RQCX 690

27.02.1995 Reclassified from wagon ‘RQCX 690 S’ to ’ wagon ‘RQCY 690 W’.

RQCX 691

11.03.1995 Reclassified from wagon ‘RQCX 691 E’ to ’ wagon ‘RQCY 691 X’.

RQCX 692

19.08.1996 Reclassified from wagon ‘RQCX 692 N’ to ’ wagon ‘VQCX 692 R’.

RQCX 696

09.03.1995 Reclassified from wagon ‘RQCX 696 D’ to ’ wagon ‘RQCY 696 H’.

RQCX 698

11.03.1995 Reclassified from wagon ‘RQCX 698 V’ to ’ wagon ‘RQCY 698 C’.

RQCX 700

12.08.1996 Reclassified from wagon ‘RQCX 700 W’ to ’ wagon ‘VQCX 700 D’.
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RQCX 701

01.03.1995 Reclassified from wagon ‘RQCX 701 X’ to ’ wagon ‘RQCY 701 M’.

RQCX 702

Details: wagon ‘RQCX 702 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘VQCX 702 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.01.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 703

01.03.1995 Reclassified from wagon ‘RQCX 703 D’ to ’ wagon ‘RQCY 703 H’.

RQCX 704

Details: wagon ‘RQCX 704 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.09.1991 Repair ‘YOKE CARRIER’.
20.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 704 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE RECLASSIFY’.
21.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 704 Q’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 707

10.01.1997 Reclassified from wagon ‘RQCX 707 Q’ to ’ wagon ‘VQCX 707 U’.

RQCX 708

Details: wagon ‘RQCX 708 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

11.08.1989 Repair ‘STEP’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 708 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon
‘VQCX 708 G’

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.04.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 710

Details: wagon ‘RQCX 710 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

28.07.1989 Repair ‘END HOSE’.
28.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 710 L’
30.07.1989 Repair ‘END BRAKE COCK’.
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 710 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 710 L’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 711

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

16246



2.701. Wagon classification starting with ‘RQC’

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 711 Q’ to ’ wagon ‘VQCX 711 U’.

RQCX 712

Details: wagon ‘RQCX 712 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘TRAIN PIPE (END)’.
09.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 712 G’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 712 G’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 712 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 712 G’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

15.03.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 713

12.08.1996 Reclassified from wagon ‘RQCX 713 L’ to ’ wagon ‘VQCX 713 P’.
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RQCX 715

23.02.1995 Reclassified from wagon ‘RQCX 715 G’ to ’ wagon ‘RQCY 715 K’.

RQCX 716

Details: wagon ‘RQCX 716 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

24.04.1990 Repair ‘STEP’.
24.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 716 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 716 T’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 718

22.07.1996 Reclassified from wagon ‘RQCX 718 K’ to ’ wagon ‘VQCX 718 Y’.

RQCX 719

16.07.1996 Reclassified from wagon ‘RQCX 719 T’ to ’ wagon ‘VQCX 719 A’.
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RQCX 720

99.99.9999 Reclassified from wagon ‘RQCX 720 P’ to ’ wagon ‘VQCX 720 T’.

RQCX 721

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.10.1995 Reclassified from wagon ‘RQCX 721 B’ to ’ wagon ‘VQCX 721 F’.

RQCX 722

03.03.1995 Reclassified from wagon ‘RQCX 722 K’ to ’ wagon ‘RQCY 722 Y’.

RQCX 724

23.02.1995 Reclassified from wagon ‘RQCX 724 F’ to ’ wagon ‘RQCY 724 J’.

RQCX 725

30.07.1996 Reclassified from wagon ‘RQCX 725 Y’ to ’ wagon ‘VQCX 725 S’.

RQCX 729

23.09.1996 Reclassified from wagon ‘RQCX 729 E’ to ’ wagon ‘VQCX 729 X’.

RQCX 730

14.06.1996 Reclassified from wagon ‘RQCX 730 A’ to ’ wagon ‘VQCX 730 E’.

RQCX 731

24.02.1995 Reclassified from wagon ‘RQCX 731 J’ to ’ wagon ‘RQCY 731 N’.

RQCX 732

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 732 S’ to ’ wagon ‘VQCX 732 W’.

RQCX 733

21.03.1997 Reclassified from wagon ‘RQCX 733 E’ to ’ wagon ‘VQCX 733 X’.
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RQCX 736

23.09.1996 Reclassified from wagon ‘RQCX 736 X’ to ’ wagon ‘VQCX 736 M’.

RQCX 739

17.03.1995 Reclassified from wagon ‘RQCX 739 M’ to ’ wagon ‘RQCY 739 Q’.

RQCX 741

Details: wagon ‘RQCX 741 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: PER NRC ADVISE
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 741 V’
06.03.1995 Repair ‘BOGIE BEARERS’.
06.03.1995 Repair ‘BOGIE COMPLETE’.
06.03.1995 Repair ‘VEHICLE RECLASSIFY’.
06.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 741 V’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 741 V’
30.11.1995 Reclassified from wagon ‘RQCX 741 R’ to ’ wagon ‘VQCX 741 V’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 742

21.05.1991 Repair ‘END HOSE’.
21.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 742 H’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 742 H’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Reclassified from wagon ‘RQCX 742 D’ to ’ wagon ‘RQCY 742 H’.

RQCX 743

16.07.1996 Reclassified from wagon ‘RQCX 743 M’ to ’ wagon ‘VQCX 743 Q’.

RQCX 744

23.09.1996 Reclassified from wagon ‘RQCX 744 V’ to ’ wagon ‘VQCX 744 C’.

RQCX 745

19.08.1996 Reclassified from wagon ‘RQCX 745 H’ to ’ wagon ‘VQCX 745 L’.

RQCX 747

Details: wagon ‘RQCX 747 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE BLOCK RB95’.
05.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 747 G’
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1994 Repair ‘COUPLER KNUCKLE’.
11.01.1994 Repair ‘END HOSE’.
11.01.1994 Repair ‘WHEEL SET’.
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11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 747 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 747 G’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

07.04.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 748

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 748 P’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.03.1995 Reclassified from wagon ‘RQCX 748 L’ to ’ wagon ‘RQCY 748 P’.

RQCX 749

30.07.1996 Reclassified from wagon ‘RQCX 749 U’ to ’ wagon ‘VQCX 749 B’.

RQCX 750

Details: wagon ‘RQCX 750 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.

16252



2.701. Wagon classification starting with ‘RQC’

29.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VQCX 750 U’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

05.04.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 753

23.02.1995 Reclassified from wagon ‘RQCX 753 U’ to ’ wagon ‘RQCY 753 B’.

RQCX 754

10.04.1995 Reclassified from wagon ‘RQCX 754 G’ to ’ wagon ‘RQCY 754 K’.

RQCX 757

16.07.1996 Reclassified from wagon ‘RQCX 757 K’ to ’ wagon ‘VQCX 757 Y’.

RQCX 760

Details: wagon ‘RQCX 760 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

10.02.1992 Repair ‘STEP’.
10.02.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 760 F’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 760 F’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 760 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon
‘VQCX 760 F’

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.08.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 762

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

99.99.9999 Reclassified from wagon ‘RQCX 762 T’ to ’ wagon ‘VQCX 762 A’.

RQCX 764

99.99.9999 Reclassified from wagon ‘RQCX 764 Y’ to ’ wagon ‘VQCX 764 S’.

RQCX 766

19.08.1996 Reclassified from wagon ‘RQCX 766 J’ to ’ wagon ‘VQCX 766 N’.

RQCX 768

04.03.1995 Reclassified from wagon ‘RQCX 768 E’ to ’ wagon ‘RQCY 768 X’.

RQCX 769

17.02.1995 Reclassified from wagon ‘RQCX 769 N’ to ’ wagon ‘RQCY 769 R’.

RQCX 770

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.09.1995 Reclassified from wagon ‘RQCX 770 J’ to ’ wagon ‘VQCX 770 J’.
23.10.1995 Reclassified from wagon ‘RQCX 770 J’ to ’ wagon ‘VQCX 770 N’.

RQCX 771

01.10.1996 Reclassified from wagon ‘RQCX 771 S’ to ’ wagon ‘VQCX 771 W’.
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RQCX 772

25.07.1996 Reclassified from wagon ‘RQCX 772 E’ to ’ wagon ‘VQCX 772 X’.

RQCX 773

25.07.1996 Reclassified from wagon ‘RQCX 773 N’ to ’ wagon ‘VQCX 773 R’.

RQCX 774

Details: wagon ‘RQCX 774 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

24.12.1993 Repair ‘BOGIE BEARINGS’.
24.12.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 774 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQCX 774 D’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.09.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 777

25.07.1996 Reclassified from wagon ‘RQCX 777 D’ to ’ wagon ‘VQCX 777 H’.

RQCX 779

18.06.1996 Reclassified from wagon ‘RQCX 779 V’ to ’ wagon ‘VQCX 779 C’.
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RQCX 780

Details: wagon ‘RQCX 780 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

24.01.1990 Repair ‘END HOSE’.
24.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 780 V’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
02.04.1990 Repair ‘BRANCH PIPE’.
02.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 780 V’
10.05.1990 Repair ‘STEP’.
10.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 780 V’
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 780 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘VQCX 780 V’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.06.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 783

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.
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14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 783 V’ to ’ wagon ‘VQCX 783 C’.

RQCX 784

10.03.1995 Reclassified from wagon ‘RQCX 784 H’ to ’ wagon ‘RQCY 784 L’.

RQCX 785

27.02.1995 Reclassified from wagon ‘RQCX 785 Q’ to ’ wagon ‘RQCY 785 U’.

RQCX 787

11.03.1995 Reclassified from wagon ‘RQCX 787 L’ to ’ wagon ‘RQCY 787 P’.

RQCX 788

Details: wagon ‘RQCX 788 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.01.1990 Repair ‘SIDE BEARER’.
26.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 788 B’
07.05.1990 Repair ‘END HOSE’.
07.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 788 B’
25.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 788 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 788 B’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.07.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
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RQCX 790

23.09.1996 Reclassified from wagon ‘RQCX 790 C’ to ’ wagon ‘VQCX 790 G’.

RQCX 792

04.03.1995 Reclassified from wagon ‘RQCX 792 U’ to ’ wagon ‘RQCY 792 B’.

RQCX 793

04.03.1995 Reclassified from wagon ‘RQCX 793 G’ to ’ wagon ‘RQCY 793 K’.

RQCX 794

Details: wagon ‘RQCX 794 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘GRADE CONTROL VALVE’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 794 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 794 T’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.02.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 796

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

31.10.1995 Reclassified from wagon ‘RQCX 796 K’ to ’ wagon ‘VQCX 796 Y’.
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RQCX 799

25.02.1995 Reclassified from wagon ‘RQCX 799 Y’ to ’ wagon ‘RQCY 799 S’.

RQCX 800

25.07.1996 Reclassified from wagon ‘RQCX 800 G’ to ’ wagon ‘VQCX 800 K’.

RQCX 801

14.06.1996 Reclassified from wagon ‘RQCX 801 P’ to ’ wagon ‘VQCX 801 T’.

RQCX 802

18.06.1996 Reclassified from wagon ‘RQCX 802 B’ to ’ wagon ‘VQCX 802 F’.

RQCX 803

Details: wagon ‘RQCX 803 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘VQCX 803 Y’
18.02.1991 Repair ‘STEP’.
18.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 803 Y’
12.08.1991 Repair ‘BRANCH PIPE’.
12.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 803 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 803 Y’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
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14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.05.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.

RQCX 806

24.02.1995 Reclassified from wagon ‘RQCX 806 Y’ to ’ wagon ‘RQCY 806 S’.

RQCX 807

07.04.1995 Reclassified from wagon ‘RQCX 807 A’ to ’ wagon ‘RQCY 807 E’.

RQCX 810

27.02.1995 Reclassified from wagon ‘RQCX 810 Y’ to ’ wagon ‘RQCY 810 S’.

RQCX 811

26.02.1997 Reclassified from wagon ‘RQCX 811 A’ to ’ wagon ‘RQCY 811 E’.

RQCX 812

Details: wagon ‘RQCX 812 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 812 N’
15.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 812 N’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
24.10.1992 Repair ‘EMPTY LOAD VALVE’.
24.10.1992 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 812 N’
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12.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 812 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 812 N’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 813

03.03.1995 Reclassified from wagon ‘RQCX 813 S’ to ’ wagon ‘RQCY 813 W’.

RQCX 815

22.07.1996 Reclassified from wagon ‘RQCX 815 N’ to ’ wagon ‘VQCX 815 R’.

RQCX 816

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 816 W’ to ’ wagon ‘VQCX 816 D’.

RQCX 817

Details: wagon ‘RQCX 817 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

26.11.1990 Repair ‘STEP’.
26.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 817 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 817 M’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

RQCX 818

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.10.1995 Reclassified from wagon ‘RQCX 818 R’ to ’ wagon ‘VQCX 818 V’.

RQCX 820

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.10.1995 Reclassified from wagon ‘RQCX 820 W’ to ’ wagon ‘VQCX 820 D’.

RQCX 825

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 825 V’ to ’ wagon ‘VQCX 825 C’.

RQCX 827

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.10.1995 Reclassified from wagon ‘RQCX 827 Q’ to ’ wagon ‘VQCX 827 U’.
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RQCX 836

10.01.1997 Reclassified from wagon ‘RQCX 836 P’ to ’ wagon ‘VQCX 836 T’.

RQCX 840

22.03.1995 Reclassified from wagon ‘RQCX 840 P’ to ’ wagon ‘RQCY 840 T’.

RQCX 842

30.07.1996 Reclassified from wagon ‘RQCX 842 K’ to ’ wagon ‘VQCX 842 Y’.

RQCX 844

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 844 F’ to ’ wagon ‘VQCX 844 J’.

RQCX 845

Details: wagon ‘RQCX 845 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 845 S’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘EMPTY LOAD VALVE’.
27.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 845 S’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
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27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘STEP’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 845 S’
25.06.1990 Repair ‘STEP’.
25.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 845 S’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘AXLEBOX’.
02.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQCX 845 S’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘STEP’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 845 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VQCX 845 S’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 846

17.12.1996 Reclassified from wagon ‘RQCX 846 A’ to ’ wagon ‘VQCX 846 E’.

RQCX 847

03.03.1995 Reclassified from wagon ‘RQCX 847 J’ to ’ wagon ‘RQCY 847 N’.

RQCX 854

25.07.1996 Reclassified from wagon ‘RQCX 854 N’ to ’ wagon ‘VQCX 854 R’.

RQCX 855

19.08.1996 Reclassified from wagon ‘RQCX 855 W’ to ’ wagon ‘VQCX 855 D’.

RQCX 857

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 857 R’ to ’ wagon ‘VQCX 857 V’.
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RQCX 860

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 860 X’ to ’ wagon ‘VQCX 860 M’.

RQCX 863

03.03.1995 Reclassified from wagon ‘RQCX 863 M’ to ’ wagon ‘RQCY 863 Q’.

RQCX 864

27.02.1995 Reclassified from wagon ‘RQCX 864 V’ to ’ wagon ‘RQCY 864 C’.

RQCX 865

07.04.1995 Reclassified from wagon ‘RQCX 865 H’ to ’ wagon ‘RQCY 865 L’.

RQCX 869

25.07.1996 Reclassified from wagon ‘RQCX 869 U’ to ’ wagon ‘VQCX 869 B’.

RQCX 873

18.06.1996 Reclassified from wagon ‘RQCX 873 U’ to ’ wagon ‘VQCX 873 B’.

RQCX 878

Details: wagon ‘RQCX 878 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.08.1992 Repair ‘STEP’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 878 A’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘VQCX 878 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.05.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 881

20.11.1996 Reclassified from wagon ‘RQCX 881 K’ to ’ wagon ‘VQCX 881 Y’.

RQCX 884

27.02.1995 Reclassified from wagon ‘RQCX 884 Y’ to ’ wagon ‘RQCY 884 S’.

RQCX 888

13.03.1995 Reclassified from wagon ‘RQCX 888 E’ to ’ wagon ‘RQCY 888 X’.

RQCX 891

19.08.1996 Reclassified from wagon ‘RQCX 891 S’ to ’ wagon ‘VQCX 891 W’.

RQCX 893

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 893 N’ to ’ wagon ‘VQCX 893 R’.

RQCX 901

25.07.1996 Reclassified from wagon ‘RQCX 901 W’ to ’ wagon ‘VQCX 901 D’.

RQCX 902

Details: wagon ‘RQCX 902 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

15.08.1989 Repair ‘HANDRAILS END’.
15.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 902 M’
09.02.1990 Repair ‘HANDRAILS END’.
09.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 902 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE RECLASSIFY’.
02.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 902 M’
11.09.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 906

08.03.1995 Reclassified from wagon ‘RQCX 906 V’ to ’ wagon ‘RQCY 906 C’.

RQCX 908

16.07.1996 Reclassified from wagon ‘RQCX 908 Q’ to ’ wagon ‘VQCX 908 U’.

RQCX 910

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 910 V’ to ’ wagon ‘VQCX 910 C’.

RQCX 911

25.07.1996 Reclassified from wagon ‘RQCX 911 H’ to ’ wagon ‘VQCX 911 L’.

RQCX 912

09.03.1995 Reclassified from wagon ‘RQCX 912 Q’ to ’ wagon ‘RQCY 912 U’.
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RQCX 913

23.09.1996 Reclassified from wagon ‘RQCX 913 C’ to ’ wagon ‘VQCX 913 G’.

RQCX 914

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

17.10.1995 Reclassified from wagon ‘RQCX 914 L’ to ’ wagon ‘VQCX 914 P’.

RQCX 917

30.07.1996 Reclassified from wagon ‘RQCX 917 P’ to ’ wagon ‘VQCX 917 T’.

RQCX 922

Details: wagon ‘RQCX 922 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 922 F’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

RQCX 923

27.02.1995 Reclassified from wagon ‘RQCX 923 K’ to ’ wagon ‘RQCY 923 Y’.

RQCX 927

19.08.1996 Reclassified from wagon ‘RQCX 927 A’ to ’ wagon ‘VQCX 927 E’.
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RQCX 929

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 929 S’ to ’ wagon ‘VQCX 929 W’.

RQCX 930

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.10.1995 Reclassified from wagon ‘RQCX 930 Y’ to ’ wagon ‘VQCX 930 S’.

RQCX 931

19.08.1996 Reclassified from wagon ‘RQCX 931 A’ to ’ wagon ‘VQCX 931 E’.

RQCX 933

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.10.1995 Reclassified from wagon ‘RQCX 933 S’ to ’ wagon ‘VQCX 933 W’.

RQCX 936

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.10.1995 Reclassified from wagon ‘RQCX 936 W’ to ’ wagon ‘VQCX 936 D’.

RQCX 937

14.06.1996 Reclassified from wagon ‘RQCX 937 X’ to ’ wagon ‘VQCX 937 M’.

RQCX 938

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
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13.10.1995 Reclassified from wagon ‘RQCX 938 R’ to ’ wagon ‘VQCX 938 V’.

RQCX 942

17.12.1996 Reclassified from wagon ‘RQCX 942 R’ to ’ wagon ‘VQCX 942 V’.

RQCX 943

Details: wagon ‘RQCX 943 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘END BRAKE COCK’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 943 H’
09.09.1993 Repair ‘AXLEBOX’.
09.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 943 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
04.05.1994 Repair ‘BOGIE COMPLETE’.
04.05.1994 Repair ‘STEP’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQCX 943 H’
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VQCX 943 H’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

14.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 944

30.07.1996 Reclassified from wagon ‘RQCX 944 M’ to ’ wagon ‘VQCX 944 Q’.
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RQCX 948

16.07.1996 Reclassified from wagon ‘RQCX 948 C’ to ’ wagon ‘VQCX 948 G’.

RQCX 949

10.01.1997 Reclassified from wagon ‘RQCX 949 L’ to ’ wagon ‘VQCX 949 P’.

RQCX 951

05.08.1996 Reclassified from wagon ‘RQCX 951 Q’ to ’ wagon ‘VQCX 951 U’.

RQCX 955

21.02.1995 Reclassified from wagon ‘RQCX 955 G’ to ’ wagon ‘RQCY 955 K’.

RQCX 956

08.03.1995 Reclassified from wagon ‘RQCX 956 P’ to ’ wagon ‘RQCY 956 T’.

RQCX 957

24.02.1995 Reclassified from wagon ‘RQCX 957 B’ to ’ wagon ‘RQCY 957 F’.

RQCX 963

Details: wagon ‘RQCX 963 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1990 Repair ‘HANDBRAKE HANDLE’.
29.06.1990 Repair ‘HANDRAILS END’.
29.06.1990 Repair ‘STEP’.
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29.06.1990 Repair ‘WHEEL SET’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 963 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 963 A’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 968

11.03.1995 Reclassified from wagon ‘RQCX 968 S’ to ’ wagon ‘RQCY 968 W’.

RQCX 986

Details: wagon ‘RQCX 986 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.09.1989 Repair ‘LASHING POINT’.
08.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 986 U’
09.10.1989 Repair ‘BOGIE SPRING’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 986 U’
13.01.1990 Repair ‘STEP’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 986 U’
08.06.1990 Repair ‘STEP’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 986 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 986 U’
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02.08.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

15.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 987

01.03.1995 Reclassified from wagon ‘RQCX 987 C’ to ’ wagon ‘RQCY 987 G’.

RQCX 988

04.03.1995 Reclassified from wagon ‘RQCX 988 L’ to ’ wagon ‘RQCY 988 P’.

RQCX 989

01.03.1995 Reclassified from wagon ‘RQCX 989 U’ to ’ wagon ‘RQCY 989 B’.

RQCX 990

08.03.1995 Reclassified from wagon ‘RQCX 990 Q’ to ’ wagon ‘RQCY 990 U’.

RQCX 991

25.02.1995 Reclassified from wagon ‘RQCX 991 C’ to ’ wagon ‘RQCY 991 G’.

RQCX 992

25.02.1995 Reclassified from wagon ‘RQCX 992 L’ to ’ wagon ‘RQCY 992 P’.

RQCX 993

04.03.1995 Reclassified from wagon ‘RQCX 993 U’ to ’ wagon ‘RQCY 993 B’.

RQCX 995

Details: wagon ‘RQCX 995 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 995 T’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 996

01.03.1995 Reclassified from wagon ‘RQCX 996 B’ to ’ wagon ‘RQCY 996 F’.

RQCX 998

Details: wagon ‘RQCX 998 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 998 A’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
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28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 998 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 998 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.05.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 999

08.03.1995 Reclassified from wagon ‘RQCX 999 F’ to ’ wagon ‘RQCY 999 J’.

RQCX 1000

08.03.1995 Reclassified from wagon ‘RQCX 1000 C’ to ’ wagon ‘RQCY 1000 G’.

RQCX 1001

Details: wagon ‘RQCX 1001 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.04.1992 Repair ‘STEP’.
30.04.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 1001 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.09.1994 Repair ‘BOGIE COMPLETE’.
23.09.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQCX 1001 P’
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17.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 1001 P’
22.08.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 1002

04.03.1995 Reclassified from wagon ‘RQCX 1002 U’ to ’ wagon ‘RQCY 1002 B’.

RQCX 1004

09.03.1995 Reclassified from wagon ‘RQCX 1004 P’ to ’ wagon ‘RQCY 1004 T’.

RQCX 1005

27.02.1995 Reclassified from wagon ‘RQCX 1005 B’ to ’ wagon ‘RQCY 1005 F’.

RQCX 1006

03.03.1995 Reclassified from wagon ‘RQCX 1006 K’ to ’ wagon ‘RQCY 1006 Y’.

RQCX 1007

11.04.1995 Reclassified from wagon ‘RQCX 1007 T’ to ’ wagon ‘RQCY 1007 A’.

RQCX 1008

Details: wagon ‘RQCX 1008 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 1008 J’
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14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCX 1009

01.03.1995 Reclassified from wagon ‘RQCX 1009 Y’ to ’ wagon ‘RQCY 1009 S’.

RQCX 1010

Details: wagon ‘RQCX 1010 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘VQCX 1010 Y’
02.11.1990 Repair ‘STEP’.
02.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 1010 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VQCX 1010 Y’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.05.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 1

Details: wagon ‘RQCY 1 J’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.04.1996
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 12.07.1993
Last Single Car Test: 17.11.1993
Last Lift: 01.12.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.10.1989 Repair ‘HANDRAILS END’.
21.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 1 M’
22.10.1989 Repair ‘FLOOR SHEETING’.
22.10.1989 Repair ‘STEP’.
22.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 1 M’
07.02.1990 Repair ‘HANDRAILS END’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 1 M’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘HANDRAILS END’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘SIDE BEARER’.
27.08.1990 Repair ‘STANCHION’.
27.08.1990 Repair ‘TRAIN PIPE’.
27.08.1990 Repair ‘VEHICLE RETARE’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
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05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
05.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 1 M’
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 1 M’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘SIDE BEARER’.
23.05.1991 Repair ‘TOP CENTRE PLATE’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BEARERS’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘BRAKE LEVER’.
20.05.1992 Repair ‘CARD OR CLIP HOLDER’.
20.05.1992 Repair ‘COUPLER KNUCKLE’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
20.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1992 Repair ‘SIDE BEARER’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Repair ‘EMPTY LOAD VALVE’.
31.10.1992 Repair ‘GRADE CONTROL VALVE’.
31.10.1992 Repair ‘WHEEL SET’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
11.12.1992 Repair ‘BOGIE SPRING’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 1 M’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BRANCH PIPE’.
12.07.1993 Repair ‘COUPLER KNUCKLE’.
12.07.1993 Repair ‘EMPTY LOAD VALVE’.
12.07.1993 Repair ‘GRADE CONTROL VALVE’.
12.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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12.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
12.09.1993 Repair ‘WHEEL SET’.
12.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 1 M’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE SPRING’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘WHEEL SET’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘AXLEBOX’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.11.1993 Repair ‘BRAKE LEVER’.
04.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1993 Repair ‘COUPLER KNUCKLE’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1993 Repair ‘WEAR PLATES & SADDLES’.
17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 1 M’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 1 M’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.04.1995 Repair ‘VEHICLE COMPLETE’.
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16.04.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 2

Details: wagon ‘RQCY 2 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 27.02.1996
Due Triple Valve: 27.04.1989
Last Triple Valve: 05.11.1992
Last Brake Cylinder: 05.11.1992
Last Single Car Test: 28.11.1991
Last Lift: 05.12.1979
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.10.1989 Repair ‘HANDRAILS END’.
20.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 2 V’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.
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01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE LEVER’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1991 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Repair ‘TRAIN PIPE’.
25.11.1991 Repair ‘VEHICLE COMPLETE’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 2 V’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BEARERS’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Repair ‘TRAIN PIPE (END)’.
27.05.1992 Repair ‘VEHICLE RECLASSIFY’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘WHEEL SET’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘END BRAKE COCK’.
22.09.1992 Repair ‘HOSE FITTINGS’.
22.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 2 V’
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 2 V’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘GRADE CONTROL VALVE’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
07.07.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 2 V’
28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1993 Repair ‘BRAKE BLOCK RB95’.
28.08.1993 Repair ‘BRAKE PULL ROD’.
28.08.1993 Repair ‘VEHICLE COMPLETE’.
28.08.1993 Repair ‘WHEEL SET’.
28.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
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14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE BLOCK OTHER’.
27.10.1993 Repair ‘COUPLER COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘STEP’.
27.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
27.11.1993 Repair ‘STEP’.
27.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 2 V’
04.12.1993 Repair ‘END HOSE’.
04.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 2 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 2 V’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

16.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 3

Details: wagon ‘RQCY 3 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 18.12.1995
Due Triple Valve: 03.03.1989
Last Brake Cylinder: 21.12.1993
Last Single Car Test: 21.12.1993
Last Lift: 17.10.1978
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.11.1989 Repair ‘HANDRAILS END’.
21.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 3 H’
08.06.1990 Repair ‘STEP’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 3 H’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 3 H’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘COUPLER KNUCKLE’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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06.03.1992 Repair ‘EMPTY LOAD VALVE’.
06.03.1992 Repair ‘GRADE CONTROL VALVE’.
06.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 3 H’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BEARERS’.
06.11.1992 Repair ‘SIDE BEARER’.
06.11.1992 Repair ‘STANCHION’.
06.11.1992 Repair ‘VEHICLE RECLASSIFY’.
06.11.1992 Repair ‘VEHICLE RETARE’.
06.11.1992 Repair ‘WHEEL SET’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 3 H’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Repair ‘WHEEL SET’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 3 H’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘YOKE COMPLETE’.
16.03.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 3 H’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 3 H’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 3 H’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Repair ‘YOKE CARRIER’.
21.12.1993 Repair ‘YOKE COMPLETE’.
21.12.1993 Repair ‘YOKE PIN’.
21.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
21.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 3 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon ‘AQBY 3 H’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.

16285



2. TIMS GROUP INFORMATION - WAGONS

21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 4

Details: wagon ‘RQCY 4 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 26.06.1996
Due Triple Valve: 01.05.1995
Last Brake Cylinder: 24.01.1992
Last Single Car Test: 07.02.1994
Last Lift: 17.05.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

21.08.1989 Repair ‘HANDRAILS END’.
21.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 4 Q’
03.06.1990 Repair ‘HANDRAILS END’.
03.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 4 Q’
23.09.1990 Repair ‘STEP’.
23.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 4 Q’
06.12.1990 Repair ‘HANDRAILS END’.
06.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 4 Q’
11.03.1991 Repair ‘BOGIE COMPLETE’.
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11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 4 Q’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘GRADE CONTROL VALVE’.
24.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1992 Repair ‘STANCHION’.
24.01.1992 Repair ‘VEHICLE STENCILS’.
24.01.1992 Repair ‘WHEEL SET’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 4 Q’
27.09.1992 Repair ‘HANDRAILS END’.
27.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 4 Q’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BEARERS’.
12.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BOGIE COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1993 Repair ‘SIDE BEARER’.
12.03.1993 Repair ‘VEHICLE RECLASSIFY’.
12.03.1993 Repair ‘VEHICLE STENCILS’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 4 Q’
31.03.1993 Repair ‘HANDRAILS END’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 4 Q’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB95’.
19.08.1993 Repair ‘BRAKE PULL ROD’.
19.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 4 Q’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.02.1994 Repair ‘BRAKE PULL ROD’.
07.02.1994 Repair ‘EMPTY LOAD VALVE’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 4 Q’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 4 Q’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS
TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.

27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 4 Q’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 4 Q’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

15.09.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 5

Details: wagon ‘RQCY 5 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 21.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.06.1996
Due Triple Valve: 01.10.1987
Last Brake Cylinder: 31.05.1993
Last Single Car Test: 31.05.1993
Last Lift: 11.03.1987
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘STANCHION’.
08.08.1989 Repair ‘STEP’.
08.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1989 Repair ‘VEHICLE RETARE’.
08.08.1989 Repair ‘WHEEL SET’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 5 C’
07.12.1989 Repair ‘END BRAKE COCK’.
07.12.1989 Repair ‘END HOSE’.
07.12.1989 Repair ‘TRAIN PIPE (END)’.
07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 5 C’
09.02.1990 Alteration ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT NEW E.Z.

ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘20.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

18.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1993 Repair ‘BOGIE BEARERS’.
18.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1993 Repair ‘BOGIE COMPLETE’.
18.04.1993 Repair ‘BRAKE PULL ROD’.
18.04.1993 Repair ‘COUPLER COMPLETE’.
18.04.1993 Repair ‘COUPLER KNUCKLE’.
18.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1993 Repair ‘SIDE BEARER’.
18.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1993 Repair ‘VEHICLE COMPLETE’.
18.04.1993 Repair ‘VEHICLE RECLASSIFY’.
18.04.1993 Repair ‘VEHICLE STENCILS’.
18.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 5 C’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BEARINGS’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
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11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 5 C’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BRAKE LEVER’.
28.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1993 Repair ‘VEHICLE COMPLETE’.
28.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 5 C’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 5 C’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 5 C’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 5 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 5 C’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 6

Details: wagon ‘RQCY 6 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 21.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.05.1996
Last Brake Cylinder: 12.08.1991
Last Lift: 29.04.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 6 Y’
13.07.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
13.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 6 Y’
01.12.1990 Repair ‘STEP’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 6 Y’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1991 Repair ‘SIDE BEARER’.
12.08.1991 Repair ‘VEHICLE STENCILS’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BRAKE LEVER’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘END SILL’.
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07.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRAKE PULL ROD’.
26.03.1992 Repair ‘TRAIN PIPE’.
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 6 Y’
23.04.1992 Repair ‘END COMPLETE’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 6 Y’
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘VEHICLE COMPLETE’.
28.04.1992 Repair ‘VEHICLE STENCILS’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 6 Y’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘BRAKE BLOCK RB95’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.09.1992 Repair ‘GRADE CONTROL VALVE’.
05.09.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 6 Y’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘COUPLER COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
18.02.1993 Repair ‘BODY COMPLETE’.
18.02.1993 Repair ‘STEP’.
18.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 6 Y’
19.05.1993 Repair ‘STEP’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 6 Y’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE BLOCK RB95’.
05.07.1993 Repair ‘BRAKE PULL ROD’.
05.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1993 Repair ‘PARTITION’.
05.07.1993 Repair ‘STANCHION’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘VEHICLE RETARE’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
01.08.1993 Repair ‘STEP’.
01.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 6 Y’
07.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 6 Y’
01.10.1993 Repair ‘STEP’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 6 Y’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘VEHICLE COMPLETE’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 6 Y’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 7

Details: wagon ‘RQCY 7 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 29.05.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ
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Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.04.1996
Last Brake Cylinder: 31.07.1989
Last Single Car Test: 17.08.1993
Last Lift: 11.08.1980
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘VEHICLE COMPLETE’.
31.07.1989 Repair ‘VEHICLE RETARE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 7 U’
05.02.1990 Repair ‘STEP’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 7 U’
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 7 U’
15.06.1990 Repair ‘STEP’.
15.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 7 U’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 7 U’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

03.06.1991 Repair ‘HANDRAILS END’.
03.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 7 U’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

01.02.1992 Repair ‘HANDRAILS END’.
01.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 7 U’
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 7 U’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.08.1992 Repair ‘END BRAKE COCK’.
18.08.1992 Repair ‘TRAIN PIPE (END)’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 7 U’
28.02.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘AQBY 7 U’
28.02.1993 Issued at location ‘Pelican Point’ with a previous code of wagon ‘AQBY 7 U’
06.03.1993 Repair ‘BOGIE BEARERS’.
06.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.03.1993 Repair ‘BRAKE PULL ROD’.
06.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.03.1993 Repair ‘COUPLER KNUCKLE’.
06.03.1993 Repair ‘EMPTY LOAD VALVE’.
06.03.1993 Repair ‘GRADE CONTROL VALVE’.
06.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1993 Repair ‘SIDE BEARER’.
06.03.1993 Repair ‘VEHICLE RECLASSIFY’.
06.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 7 U’
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 7 U’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1993 Repair ‘BRAKE BLOCK OTHER’.
13.08.1993 Repair ‘BRAKE PULL ROD’.
13.08.1993 Repair ‘BRANCH PIPE’.
13.08.1993 Repair ‘CENTRE SILL’.
13.08.1993 Repair ‘COUPLER COMPLETE’.
13.08.1993 Repair ‘SIDE BEARER’.
13.08.1993 Repair ‘TOP CENTRE PLATE’.
13.08.1993 Repair ‘TRAIN PIPE (END)’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 7 U’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1993 Repair ‘WEAR PLATES & SADDLES’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 7 U’
28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1993 Repair ‘BOGIE COMPLETE’.
28.08.1993 Repair ‘BRAKE PULL ROD’.
28.08.1993 Repair ‘VEHICLE COMPLETE’.
28.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 7 U’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 7 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 7 U’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
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20.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

29.03.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 8

Details: wagon ‘RQCY 8 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 03.06.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.08.1996
Last Brake Cylinder: 06.01.1992
Last Single Car Test: 06.01.1992
Last Lift: 01.12.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘STANCHION’.
19.09.1989 Repair ‘STEP’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
19.09.1989 Repair ‘VEHICLE COMPLETE’.
19.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 8 J’
03.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘AQCY 8 J’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT
SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 8 J’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BEARERS’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘END COMPLETE’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 8 J’
21.04.1992 Repair ‘BOGIE COMPLETE’.
21.04.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 8 J’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘END HOSE’.
12.06.1992 Repair ‘STANCHION’.
12.06.1992 Repair ‘VEHICLE RETARE’.
12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
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08.12.1992 Repair ‘BRANCH PIPE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘VEHICLE COMPLETE’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1993 Repair ‘BRAKE BLOCK RB95’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘EMPTY LOAD VALVE’.
30.07.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘WEAR PLATES & SADDLES’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 8 J’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Repair ‘STRIKING CASTING’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 8 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 8 J’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.

16298



2.701. Wagon classification starting with ‘RQC’

12.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 9

Details: wagon ‘RQCY 9 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 03.06.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 07.09.1996
Due Triple Valve: 06.03.1990
Last Brake Cylinder: 14.09.1992
Last Lift: 15.11.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 9 P’
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04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRAKE BLOCK RB95’.
04.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘STANCHION’.
04.11.1989 Repair ‘VEHICLE RETARE’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
10.02.1990 Repair ‘STEP’.
10.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 9 P’
11.05.1990 Repair ‘TRAIN PIPE’.
11.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 9 P’
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 9 P’
15.09.1990 Repair ‘CENTRE SILL’.
15.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 9 P’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1990 Repair ‘BRAKE LEVER’.
20.09.1990 Repair ‘CENTRE SILL’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘END BRAKE COCK’.
20.09.1990 Repair ‘END HOSE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Repair ‘TRAIN PIPE (END)’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

08.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE BEARERS’.
14.09.1992 Repair ‘BRAKE BLOCK RB101’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
14.09.1992 Repair ‘DRAFT GEAR POCKET’.
14.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Repair ‘SIDE BEARER’.
14.09.1992 Repair ‘VEHICLE RECLASSIFY’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘BRAKE PULL ROD’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
05.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 9 P’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Repair ‘BRAKE LEVER’.
09.12.1993 Repair ‘BRAKE PULL ROD’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 9 P’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
20.01.1994 Repair ‘BRAKE BLOCK RB95’.
20.01.1994 Repair ‘COUPLER KNUCKLE’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 9 P’
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQBY 9 P’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
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28.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 10

Details: wagon ‘RQCY 10 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 12.06.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FXQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CM CN CH
Return to Service Date: 27.09.1996
Due Triple Valve: 15.03.1989
Last Brake Cylinder: 09.01.1991
Last Single Car Test: 02.09.1993
Last Lift: 24.09.1980
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.04.1990 Repair ‘STEP’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 10 E’
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09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1991 Repair ‘STANCHION’.
09.01.1991 Repair ‘TRAIN PIPE (END)’.
09.01.1991 Repair ‘VEHICLE RETARE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 10 E’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BRAKE PULL ROD’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 10 E’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘FLOOR COMPLETE’.
07.06.1991 Repair ‘VEHICLE COMPLETE’.
07.06.1991 Repair ‘VEHICLE STENCILS’.
07.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 10 E’
25.06.1991 Repair ‘BODY COMPLETE’.
25.06.1991 Repair ‘HANDRAILS END’.
25.06.1991 Repair ‘TWIST LOCK’.
25.06.1991 Repair ‘TWIST LOCK’.
25.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 10 E’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 10 E’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘BRAKE LEVER’.
31.08.1993 Repair ‘COUPLER COMPLETE’.
31.08.1993 Repair ‘SIDE BEARER’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘RQCX 10 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQCX 10 E’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 10 E’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 10 E’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.02.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 11

Details: wagon ‘RQCY 11 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.06.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 04.08.1995
Last Brake Cylinder: 04.01.1993
Last Single Car Test: 11.04.1990
Last Lift: 01.07.1986
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.07.1989 Repair ‘HANDRAILS END’.
19.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 11 U’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1989 Repair ‘STEP’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
03.03.1990 Repair ‘TWIST LOCK’.
03.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQBY 11 U’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BEARERS’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 11 U’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘STANCHION’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘BRAKE LEVER’.
16.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BEARERS’.
21.05.1992 Repair ‘SIDE BEARER’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
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21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Repair ‘WHEEL SET’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 11 U’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRANCH PIPE’.
26.03.1993 Repair ‘HOSE FITTINGS’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 11 U’
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘BRAKE BLOCK RB95’.
14.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE COMPLETE’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
10.12.1993 Repair ‘WHEEL SET’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
30.04.1994 Repair ‘VEHICLE RECLASSIFY’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 11 U’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 12

Details: wagon ‘RQCY 12 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 15.09.1995
Last Brake Cylinder: 12.12.1992
Last Lift: 21.01.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.01.1990 Repair ‘END HOSE’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 12 G’
07.02.1990 Repair ‘STEP’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 12 G’
31.08.1990 Repair ‘STEP’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 12 G’
01.09.1990 Repair ‘STEP’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 12 G’
29.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 12 G’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

12.07.1991 Repair ‘HANDRAILS END’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1991 Repair ‘VEHICLE COMPLETE’.
12.07.1991 Repair ‘VEHICLE STENCILS’.
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12.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQBY 12 G’

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE COMPLETE’.
28.09.1992 Repair ‘SIDE BEARER’.
28.09.1992 Repair ‘VEHICLE RECLASSIFY’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE BLOCK RB95’.
11.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
05.06.1993 Repair ‘BOGIE SPRING’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 12 G’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘WHEEL SET’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘HAND RELEASE (AIR)’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘BRAKE BLOCK RB95’.
09.10.1993 Repair ‘VEHICLE COMPLETE’.
09.10.1993 Repair ‘WHEEL SET’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 12 G’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
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21.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.06.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 13

Details: wagon ‘RQCY 13 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FBQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.07.1996
Last Triple Valve: 03.11.1988
Last Brake Cylinder: 08.03.1993
Last Lift: 12.09.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE SPRING’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.02.1990 Repair ‘BRAKE LEVER’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Repair ‘WEAR PLATES & SADDLES’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘EMPTY LOAD VALVE’.
03.05.1990 Repair ‘GRADE CONTROL VALVE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
12.05.1990 Repair ‘BRAKE BLOCK RB95’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘GRADE CONTROL VALVE’.
06.06.1990 Repair ‘STEP’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
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06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘WEAR PLATES & SADDLES’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
17.08.1990 Repair ‘WEAR PLATES & SADDLES’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE SPRING’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘STRIKING CASTING’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Repair ‘VEHICLE STENCILS’.
26.10.1990 Repair ‘WEAR PLATES & SADDLES’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BOLSTER’.
04.12.1990 Repair ‘BOGIE COMPLETE’.
04.12.1990 Repair ‘BRAKE LEVER’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1991 Repair ‘WHEEL SET’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
12.05.1991 Repair ‘BRAKE BLOCK RB95’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

06.08.1991 Repair ‘COUPLER KNUCKLE’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCY 13 M’
20.08.1991 Repair ‘BOGIE SPRING’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
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03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘WEAR PLATES & SADDLES’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE SIDEFRAME’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1991 Repair ‘WHEEL SET’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1991 Repair ‘BRAKE PULL ROD’.
14.11.1991 Repair ‘COUPLER COMPLETE’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Repair ‘VEHICLE COMPLETE’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
09.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 13 M’
30.01.1992 Repair ‘STEP’.
30.01.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCY 13 M’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
08.05.1992 Repair ‘END BRAKE COCK’.
08.05.1992 Repair ‘END HOSE’.
08.05.1992 Repair ‘TRAIN PIPE (END)’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
08.09.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
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02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BOLSTER’.
02.03.1993 Repair ‘BOGIE WEAR PLATES’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE BLOCK RB95’.
06.05.1993 Repair ‘BRAKE LEVER’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘EMPTY LOAD VALVE’.
16.09.1993 Repair ‘GRADE CONTROL VALVE’.
16.09.1993 Repair ‘WHEEL SET’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘WHEEL SET’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘END BRAKE COCK’.
14.12.1993 Repair ‘END HOSE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TRAIN PIPE (END)’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
16.12.1993 Repair ‘END BRAKE COCK’.
16.12.1993 Repair ‘END HOSE’.
16.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 13 M’
23.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
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31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
20.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 13 M’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 13 M’
17.03.1995 Repair ‘BOGIE BEARERS’.
17.03.1995 Repair ‘BOGIE COMPLETE’.
17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
17.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 13 M’
16.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 14

Details: wagon ‘RQCY 14 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.07.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 01.09.1996
Due Triple Valve: 01.04.1997
Last Brake Cylinder: 30.06.1989
Last Lift: 30.04.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQCY 14 E’
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQCY 14 E’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE COMPLETE’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 14 E’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘END BRAKE COCK’.
08.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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08.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BRAKE LEVER’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘CARD OR CLIP HOLDER’.
12.07.1990 Repair ‘STRIKING CASTING’.
12.07.1990 Repair ‘TRAIN PIPE (END)’.
12.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 14 E’
22.10.1990 Repair ‘BOGIE BEARINGS’.
22.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 14 E’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT
SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
28.10.1991 Repair ‘TOP CENTRE PLATE’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
06.02.1992 Repair ‘END HOSE’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 14 E’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BEARERS’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘END COMPLETE’.
09.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 14 E’
21.04.1992 Repair ‘BOGIE COMPLETE’.
21.04.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1992 Repair ‘VEHICLE STENCILS’.
21.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 14 E’
01.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 14 E’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE BEARERS’.
11.01.1993 Repair ‘EMPTY LOAD VALVE’.
11.01.1993 Repair ‘GRADE CONTROL VALVE’.
11.01.1993 Repair ‘SIDE BEARER’.
11.01.1993 Repair ‘WHEEL SET’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘EMPTY LOAD VALVE’.
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09.10.1993 Repair ‘GRADE CONTROL VALVE’.
09.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1993 Repair ‘WHEEL SET’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 14 E’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 14 E’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.03.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 15

Details: wagon ‘RQCY 15 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 29.10.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.06.1996
Last Brake Cylinder: 22.06.1992
Last Single Car Test: 29.11.1988
Last Lift: 14.09.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 15 K’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BEARERS’.
22.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Repair ‘SIDE BEARER’.
22.06.1992 Repair ‘VEHICLE RECLASSIFY’.
22.06.1992 Repair ‘VEHICLE STENCILS’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 15 K’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘BRAKE PULL ROD’.
07.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Repair ‘VEHICLE COMPLETE’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 15 K’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 15 K’
29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 15 K’

16318



2.701. Wagon classification starting with ‘RQC’

24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 15 K’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 15 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 15 K’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

14.03.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 16

Details: wagon ‘RQCY 16 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 29.10.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.11.1996
Last Triple Valve: 02.02.1993
Last Brake Cylinder: 28.10.1988
Last Single Car Test: 02.02.1993
Last Lift: 01.08.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
24.08.1989 Repair ‘END BRAKE COCK’.
24.08.1989 Repair ‘END HOSE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘SIDE STEP’.
24.08.1989 Repair ‘STANCHION’.
24.08.1989 Repair ‘STRIKING CASTING’.
24.08.1989 Repair ‘TRAIN PIPE (END)’.
24.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1989 Repair ‘VEHICLE RETARE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 16 T’
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 16 T’
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 16 T’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

31.07.1991 Repair ‘HANDRAILS END’.
31.07.1991 Repair ‘STEP’.
31.07.1991 Repair ‘TWIST LOCK’.
31.07.1991 Repair ‘TWIST LOCK’.
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQBY 16 T’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.
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14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘ISOLATING COCK’.
14.08.1992 Repair ‘SIDE BEARER’.
14.08.1992 Repair ‘VEHICLE RECLASSIFY’.
14.08.1992 Repair ‘VEHICLE STENCILS’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 16 T’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1993 Repair ‘TRAIN PIPE (END)’.
27.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 16 T’
07.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1993 Repair ‘BOGIE COMPLETE’.
07.08.1993 Repair ‘BRAKE CONTROL PIPE’.
07.08.1993 Repair ‘COUPLER KNUCKLE’.
07.08.1993 Repair ‘EMPTY LOAD VALVE’.
07.08.1993 Repair ‘GRADE CONTROL VALVE’.
07.08.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
07.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 16 T’
17.08.1993 Repair ‘END HOSE’.
17.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 16 T’
01.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 16 T’
02.01.1994 Repair ‘BOGIE SIDEFRAME’.
02.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 16 T’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 16 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 16 T’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.04.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 17

Details: wagon ‘RQCY 17 C’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 29.08.1996
Last Brake Cylinder: 08.07.1989
Last Lift: 21.05.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘BOGIE COMPLETE’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Repair ‘STANCHION’.
08.07.1989 Repair ‘VEHICLE RETARE’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

31.05.1991 Repair ‘BRAKE BLOCK RB95’.
31.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 17 F’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
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20.06.1991 Repair ‘SIDE SILL’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
04.07.1991 Repair ‘BODY COMPLETE’.
04.07.1991 Repair ‘END SILL’.
04.07.1991 Repair ‘HANDRAILS END’.
04.07.1991 Repair ‘SIDE SILL’.
04.07.1991 Repair ‘STANCHION’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.07.1991 Repair ‘VEHICLE RETARE’.
04.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQBY 17 F’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BEARERS’.
28.10.1992 Repair ‘BRAKE BLOCK RB95’.
28.10.1992 Repair ‘SIDE BEARER’.
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BRAKE BLOCK RB95’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Repair ‘GRADE CONTROL VALVE’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Repair ‘WHEEL SET’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘WHEEL SET’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 17 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS
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TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 17 F’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

15.09.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 18

Details: wagon ‘RQCY 18 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FXQQ

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 19.10.1996
Last Triple Valve: 04.08.1993
Last Brake Cylinder: 18.05.1993
Last Single Car Test: 15.11.1990
Last Lift: 28.09.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1990 Repair ‘BOGIE COMPLETE’.
14.11.1990 Repair ‘BRAKE PULL ROD’.
14.11.1990 Repair ‘HANDRAILS END’.
14.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 18 Y’
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘VEHICLE COMPLETE’.
29.11.1990 Repair ‘VEHICLE STENCILS’.
29.11.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 18 Y’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

27.07.1991 Repair ‘STEP’.
27.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQBY 18 Y’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

06.04.1992 Repair ‘STEP’.
06.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 18 Y’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BEARERS’.
01.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Repair ‘EMPTY LOAD VALVE’.
01.04.1993 Repair ‘GRADE CONTROL VALVE’.
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01.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1993 Repair ‘SIDE BEARER’.
01.04.1993 Repair ‘VEHICLE RECLASSIFY’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE BEARINGS’.
18.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
18.05.1993 Repair ‘GRADE CONTROL VALVE’.
18.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.05.1993 Repair ‘STANCHION’.
18.05.1993 Repair ‘VEHICLE RETARE’.
18.05.1993 Repair ‘WHEEL SET’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BRAKE PULL ROD’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘HOSE FITTINGS’.
30.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 18 Y’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘END BRAKE COCK’.
04.08.1993 Repair ‘GRADE CONTROL VALVE’.
04.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE LEVER’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘WEAR PLATES & SADDLES’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
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18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘STEP’.
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 18 Y’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘COUPLER KNUCKLE’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 18 Y’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 18 Y’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 18 Y’
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 18 Y’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 19

Details: wagon ‘RQCY 19 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 13.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 19.05.1996
Last Brake Cylinder: 26.02.1991
Last Lift: 27.10.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.10.1989 Repair ‘HANDRAILS END’.
31.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQBY 19 A’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1991 Repair ‘STANCHION’.
26.02.1991 Repair ‘VEHICLE RETARE’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 19 A’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

20.06.1992 Repair ‘HANDRAILS END’.
20.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 19 A’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE BEARERS’.
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20.01.1993 Repair ‘COUPLER KNUCKLE’.
20.01.1993 Repair ‘EMPTY LOAD VALVE’.
20.01.1993 Repair ‘GRADE CONTROL VALVE’.
20.01.1993 Repair ‘SIDE BEARER’.
20.01.1993 Repair ‘VEHICLE RECLASSIFY’.
20.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 19 A’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 19 A’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 19 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 19 A’
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 19 A’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 20

Details: wagon ‘RQCY 20 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 18.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.10.1996
Due Triple Valve: 01.05.1989
Last Brake Cylinder: 28.01.1994
Last Single Car Test: 14.03.1994
Last Lift: 18.05.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT
SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘TRAIN PIPE (END)’.
21.01.1992 Repair ‘VEHICLE COMPLETE’.
21.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 20 W’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
13.04.1992 Repair ‘TWIST LOCK’.
13.04.1992 Repair ‘TWIST LOCK’.
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13.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQCY 20 W’

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘END COMPLETE’.
14.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1992 Repair ‘TRAIN PIPE’.
14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 20 W’
23.04.1992 Repair ‘BOGIE COMPLETE’.
23.04.1992 Repair ‘VEHICLE COMPLETE’.
23.04.1992 Repair ‘VEHICLE STENCILS’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 20 W’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘WHEEL SET’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
19.11.1992 Repair ‘STEP’.
19.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQCY 20 W’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE BLOCK RB95’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1993 Repair ‘WHEEL SET’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
13.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQCY 20 W’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘BRAKE PULL ROD’.
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15.12.1993 Repair ‘HOSE FITTINGS’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQCY 20 W’
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQCY 20 W’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘END BRAKE COCK’.
14.03.1994 Repair ‘END HOSE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 20 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 20 W’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.04.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
27.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 21

Details: wagon ‘RQCY 21 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-6
Date Built: 16.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 04.09.1996
Due Triple Valve: 01.05.1994
Last Brake Cylinder: 03.12.1991
Last Lift: 30.05.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

24.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1989 Repair ‘BRAKE LEVER’.
24.08.1989 Repair ‘BRAKE PULL ROD’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 21 F’
30.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 21 F’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘WEAR PLATES & SADDLES’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 21 F’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 21 F’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 21 F’
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27.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1993 Repair ‘BOGIE BEARERS’.
27.03.1993 Repair ‘BOGIE BEARINGS’.
27.03.1993 Repair ‘COUPLER KNUCKLE’.
27.03.1993 Repair ‘SIDE BEARER’.
27.03.1993 Repair ‘VEHICLE RECLASSIFY’.
27.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 21 F’
15.04.1993 Repair ‘HANDRAILS’.
15.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 21 F’
06.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 21 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 21 F’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.03.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 22

Details: wagon ‘RQCY 22 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 16.11.1970
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.06.1996
Due Triple Valve: 06.11.1997
Last Brake Cylinder: 10.05.1993
Last Single Car Test: 28.06.1993
Last Lift: 01.08.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.11.1989 Repair ‘HANDRAILS END’.
05.11.1989 Repair ‘VEHICLE COMPLETE’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 22 Y’
08.11.1989 Repair ‘BRANCH PIPE’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 22 Y’
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 22 Y’
19.05.1990 Repair ‘HANDRAILS END’.
19.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 22 Y’
24.10.1990 Repair ‘STEP’.
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 22 Y’
01.11.1990 Repair ‘WHEEL SET’.
01.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 22 Y’
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 22 Y’
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 22 Y’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘CARD OR CLIP HOLDER’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘STANCHION’.
16.05.1991 Repair ‘VEHICLE RETARE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 22 Y’
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23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 22 Y’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘STEP’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 22 Y’
28.11.1991 Repair ‘TRAIN PIPE (END)’.
28.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 22 Y’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BEARERS’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.05.1993 Repair ‘SIDE BEARER’.
10.05.1993 Repair ‘TOP CENTRE PLATE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Repair ‘VEHICLE RECLASSIFY’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 22 Y’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘CARD OR CLIP HOLDER’.
25.06.1993 Repair ‘CENTRE SILL’.
25.06.1993 Repair ‘HANDRAILS END’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 22 Y’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘HOSE FITTINGS’.
12.11.1993 Repair ‘TRAIN PIPE’.
12.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 22 Y’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 22 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 22 Y’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 22 Y’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 23

Details: wagon ‘RQCY 23 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 18.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ AD RC CM CN CH
Return to Service Date: 29.04.1996
Last Brake Cylinder: 23.10.1992
Last Single Car Test: 04.02.1992
Last Lift: 21.12.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘BRAKE LEVER’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE BLOCK RB95’.
18.02.1991 Repair ‘BRAKE LEVER’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1991 Repair ‘STANCHION’.
18.02.1991 Repair ‘STEP’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Repair ‘VEHICLE STENCILS’.
01.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 23 A’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BRAKE PULL ROD’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.02.1992 Repair ‘YOKE COMPLETE’.
03.02.1992 Repair ‘YOKE FOLLOWER’.
03.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 23 A’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘END HOSE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
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23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 23 A’
04.12.1992 Repair ‘STEP’.
04.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 23 A’
19.12.1992 Repair ‘COUPLER COMPLETE’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE COMPLETE’.
11.01.1993 Repair ‘COUPLER COMPLETE’.
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.01.1993 Repair ‘SIDE BEARER’.
11.01.1993 Repair ‘SIDE BEARER’.
11.01.1993 Repair ‘VEHICLE COMPLETE’.
11.01.1993 Repair ‘VEHICLE RECLASSIFY’.
11.01.1993 Repair ‘YOKE COMPLETE’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.08.1993 Repair ‘HANDRAILS END’.
19.08.1993 Repair ‘STEP’.
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1993 Repair ‘VEHICLE COMPLETE’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
22.01.1994 Repair ‘BOGIE COMPLETE’.
22.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 23 A’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BEARINGS’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘WEAR PLATES & SADDLES’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 23 A’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 23 A’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
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CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 24

Details: wagon ‘RQCY 24 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $12850
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.11.1970
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX FQX; EX AQCY24 M
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RB
Return to Service Date: 27.08.1995
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 18.11.1993
Last Lift: 01.04.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

23.09.1989 Repair ‘HANDRAILS END’.
23.09.1989 Repair ‘STEP’.
23.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 24 M’
22.04.1991 Repair ‘STEP’.
22.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 24 M’
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23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT
SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘HANDRAILS END’.
09.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1993 Repair ‘STEP’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 24 M’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 24 M’
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 24 M’
10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQCY 24 M’
14.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQCY 24 M’
18.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 24 M’
29.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 24 M’
16.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 24 M’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 24 M’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘AQCY 24 M’

RQCY 25

Details: wagon ‘RQCY 25 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.03.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 24.05.1996
Last Lift: 11.06.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1989 Repair ‘STEP’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1991 Repair ‘STANCHION’.
12.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE RETARE’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 25 S’
11.05.1991 Repair ‘END BRAKE COCK’.
11.05.1991 Repair ‘END HOSE’.
11.05.1991 Repair ‘TRAIN PIPE (END)’.
11.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

24.04.1992 Repair ‘HANDRAILS END’.
24.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
11.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1992 Repair ‘COUPLER KNUCKLE’.
11.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1992 Repair ‘EMPTY LOAD VALVE’.
11.07.1992 Repair ‘GRADE CONTROL VALVE’.
11.07.1992 Repair ‘YOKE COMPLETE’.
11.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 25 S’
10.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 25 S’
17.06.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BEARERS’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘BRAKE LEVER’.
21.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
21.06.1993 Repair ‘VEHICLE RECLASSIFY’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 25 S’
23.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 25 S’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
03.04.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 25 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 25 S’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 25 S’
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 25 S’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.03.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 26

Details: wagon ‘RQCY 26 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 02.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 12.07.1996
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 15.03.1993
Last Lift: 13.01.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.01.1990 Repair ‘HANDRAILS END’.
17.01.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQBY 26 E’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BEARERS’.
15.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Repair ‘SIDE BEARER’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Repair ‘VEHICLE RECLASSIFY’.
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15.03.1993 Repair ‘VEHICLE STENCILS’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 26 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 26 E’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 27

Details: wagon ‘RQCY 27 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 05.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 11.07.1996
Last Brake Cylinder: 29.05.1990
Last Lift: 14.11.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.08.1989 Repair ‘HANDRAILS END’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 27 G’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘EMPTY LOAD VALVE’.
29.05.1990 Repair ‘GRADE CONTROL VALVE’.
29.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1990 Repair ‘STANCHION’.
29.05.1990 Repair ‘STEP’.
29.05.1990 Repair ‘STRIKING CASTING’.
29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘VEHICLE RETARE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 27 G’
05.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 27 G’
22.02.1991 Repair ‘STEP’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 27 G’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 27 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 27 G’
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 27 G’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 27 G’
06.08.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 28

Details: wagon ‘RQCY 28 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 15.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 14.08.1996
Due Triple Valve: 21.05.1994
Last Brake Cylinder: 21.05.1993
Last Single Car Test: 16.10.1989
Last Lift: 16.04.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB101’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘END BRAKE COCK’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.
24.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1989 Repair ‘STANCHION’.
24.07.1989 Repair ‘VEHICLE RETARE’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 28 W’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘END BRAKE COCK’.
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Repair ‘STEP’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 28 W’
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23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

24.04.1993 Repair ‘BOGIE BEARERS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘SIDE BEARER’.
24.04.1993 Repair ‘TOP CENTRE PLATE’.
24.04.1993 Repair ‘VEHICLE RECLASSIFY’.
24.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 28 W’
11.05.1993 Repair ‘VEHICLE STENCILS’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 28 W’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 28 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 28 W’
20.08.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 29

Details: wagon ‘RQCY 29 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 20.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1996
Due Triple Valve: 01.02.1997
Last Triple Valve: 22.08.1990
Last Brake Cylinder: 20.05.1993
Last Single Car Test: 05.06.1991
Last Lift: 17.02.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 29 X’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BEARINGS’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 29 X’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.03.1990 Repair ‘COUPLER KNUCKLE’.
21.03.1990 Repair ‘EMPTY LOAD VALVE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 29 X’
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28.06.1990 Repair ‘SIDE STEP’.
28.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 29 X’
11.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 29 X’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘WHEEL SET’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 29 X’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 29 X’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘END FRAME MEMBER’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQBY 29 X’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

16.04.1992 Repair ‘STEP’.
16.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 29 X’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BEARERS’.
27.04.1992 Repair ‘COUPLER KNUCKLE’.
27.04.1992 Repair ‘SIDE BEARER’.
27.04.1992 Repair ‘VEHICLE RECLASSIFY’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 29 X’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BRAKE LEVER’.
20.05.1993 Repair ‘BRAKE PULL ROD’.
20.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘VEHICLE COMPLETE’.
20.05.1993 Repair ‘VEHICLE RENUMBERED’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 29 X’
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16.06.1993 Repair ‘STEP’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 29 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 29 X’
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘TRAIN PIPE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 30

Details: wagon ‘RQCY 30 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 16.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 25.10.1996
Last Triple Valve: 12.03.1991
Last Single Car Test: 12.03.1991
Last Lift: 21.08.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 30 E’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘HANDRAILS END’.
28.12.1989 Repair ‘STEP’.
28.12.1989 Repair ‘TRAIN PIPE (END)’.
28.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 30 E’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BODY COMPLETE’.
08.03.1991 Repair ‘BOGIE COMPLETE’.
08.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.03.1991 Repair ‘COUPLER KNUCKLE’.
08.03.1991 Repair ‘HANDRAILS END’.
08.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1991 Repair ‘STEP’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 30 E’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

22.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 30 E’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BEARERS’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE BLOCK RB95’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
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20.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1993 Repair ‘SIDE BEARER’.
20.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1993 Repair ‘VEHICLE RECLASSIFY’.
20.04.1993 Repair ‘VEHICLE STENCILS’.
20.04.1993 Repair ‘WHEEL SET’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 30 E’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘HOSE FITTINGS’.
23.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 30 E’
29.09.1993 Repair ‘HANDRAILS END’.
29.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 30 E’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 30 E’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BRAKE BLOCK RB95’.
21.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 30 E’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 30 E’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 30 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 30 E’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 32

Details: wagon ‘RQCY 32 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 29.04.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.12.1995
Last Triple Valve: 23.12.1992
Last Brake Cylinder: 21.07.1993
Last Single Car Test: 22.10.1992
Last Lift: 27.03.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
07.09.1989 Repair ‘STEP’.
07.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 32 W’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘BRANCH PIPE’.
30.10.1990 Repair ‘END BRAKE COCK’.
30.10.1990 Repair ‘END HOSE’.
30.10.1990 Repair ‘STEP’.
30.10.1990 Repair ‘TRAIN PIPE (END)’.
30.10.1990 Repair ‘TRAIN PIPE’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 32 W’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.
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01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQBY 32 W’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARERS’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘SIDE BEARER’.
05.11.1992 Repair ‘VEHICLE RECLASSIFY’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.12.1992 Repair ‘STANCHION’.
23.12.1992 Repair ‘VEHICLE RETARE’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1993 Repair ‘BRAKE BLOCK RB95’.
24.04.1993 Repair ‘BRAKE LEVER’.
24.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘END BRAKE COCK’.
24.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
03.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1993 Repair ‘BOGIE COMPLETE’.
03.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.10.1993 Repair ‘COUPLER KNUCKLE’.
03.10.1993 Repair ‘EMPTY LOAD VALVE’.
03.10.1993 Repair ‘GRADE CONTROL VALVE’.
03.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1993 Repair ‘WHEEL SET’.
03.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.10.1993 Repair ‘BRAKE PULL ROD’.
11.10.1993 Repair ‘COUPLER KNUCKLE’.
11.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 32 W’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
19.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 32 W’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 32 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 32 W’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.02.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 33

Details: wagon ‘RQCY 33 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 06.05.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ
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Capacity of 58 tonnes

Fleet Grp Code: RZ AD RC CM CN CH
Return to Service Date: 24.10.1996
Last Brake Cylinder: 13.04.1993
Last Lift: 19.02.1979
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.01.1990 Repair ‘HANDRAILS END’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 33 X’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Repair ‘END BRAKE COCK’.
26.08.1991 Repair ‘TRAIN PIPE (END)’.
26.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 33 X’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

26.08.1992 Repair ‘BOGIE BEARINGS’.
26.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 33 X’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BEARERS’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘BRAKE PIN’.
10.09.1992 Repair ‘BRAKE PULL ROD’.
10.09.1992 Repair ‘BRANCH PIPE’.
10.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘SIDE BEARER’.
10.09.1992 Repair ‘VEHICLE RECLASSIFY’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
10.10.1992 Repair ‘SIDE STEP’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 33 X’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘CARD OR CLIP HOLDER’.
09.12.1992 Repair ‘COUPLER KNUCKLE’.
09.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Repair ‘WEAR PLATES & SADDLES’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
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13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Repair ‘WHEEL SET’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BRAKE CONTROL PIPE’.
20.01.1994 Repair ‘END BRAKE COCK’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 33 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 33 X’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 33 X’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 34

Details: wagon ‘RQCY 34 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 14.05.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 12.10.1996
Last Brake Cylinder: 14.05.1990
Last Lift: 01.03.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 34 R’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘STANCHION’.
15.02.1990 Repair ‘VEHICLE RETARE’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1990 Repair ‘VEHICLE COMPLETE’.
14.05.1990 Repair ‘VEHICLE COMPLETE’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

25.05.1991 Repair ‘HANDRAILS END’.
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25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 34 R’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

28.02.1993 Issued at location ‘Pelican Point’ with a previous code of wagon
‘AQBY 34 R’

28.02.1993 Issued at location ‘Pelican Point’ with a previous code of wagon
‘AQBY 34 R’

09.03.1993 Repair ‘BOGIE BEARERS’.
09.03.1993 Repair ‘SIDE BEARER’.
09.03.1993 Repair ‘VEHICLE RECLASSIFY’.
09.03.1993 Repair ‘WHEEL SET’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘SIDE BEARER’.
17.03.1993 Repair ‘TOP CENTRE PLATE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1993 Repair ‘WHEEL SET’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
01.01.1994 Repair ‘STEP’.
01.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 34 R’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 34 R’
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 34 R’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
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15.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 35

Details: wagon ‘RQCY 35 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 21.05.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 10.07.1996
Last Brake Cylinder: 17.12.1992
Last Lift: 12.05.1980
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE LEVER’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Repair ‘STANCHION’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE RETARE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
09.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 35 D’
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1990 Repair ‘VEHICLE COMPLETE’.
07.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘END BRAKE COCK’.
09.08.1991 Repair ‘END HOSE’.
09.08.1991 Repair ‘STRIKING CASTING’.
09.08.1991 Repair ‘TRAIN PIPE (END)’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1992 Repair ‘WEAR PLATES & SADDLES’.
17.12.1992 Repair ‘YOKE COMPLETE’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BOGIE BEARERS’.
31.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1993 Repair ‘COUPLER KNUCKLE’.
31.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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31.03.1993 Repair ‘SIDE BEARER’.
31.03.1993 Repair ‘VEHICLE COMPLETE’.
31.03.1993 Repair ‘VEHICLE RECLASSIFY’.
31.03.1993 Repair ‘VEHICLE STENCILS’.
31.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘END HOSE’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1993 Repair ‘WHEEL SET’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 35 D’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 35 D’
31.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 35 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 35 D’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.04.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 36

Details: wagon ‘RQCY 36 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $14330
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 31.05.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 04.07.1996
Due Triple Valve: 30.04.1994
Last Brake Cylinder: 19.03.1991
Last Lift: 05.05.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCY 36 P’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘STANCHION’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
26.07.1989 Repair ‘VEHICLE RETARE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
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12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 36 P’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE LEVER’.
19.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
19.03.1991 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘GRADE CONTROL VALVE’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 36 P’
23.05.1991 Repair ‘BOGIE SPRING’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 36 P’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

16.09.1991 Repair ‘STEP’.
16.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 36 P’
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘TRAIN PIPE (END)’.
15.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 36 P’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Repair ‘WHEEL SET’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 36 P’
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 36 P’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE BLOCK RB95’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1992 Repair ‘WHEEL SET’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘BRAKE PIN’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
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14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘CARD OR CLIP HOLDER’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘WHEEL SET’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BOLSTER’.
06.08.1992 Repair ‘BOGIE SIDEFRAME’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BEARINGS’.
23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1992 Repair ‘VEHICLE COMPLETE’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE BLOCK RB95’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘EMPTY LOAD VALVE’.
26.03.1993 Repair ‘GRADE CONTROL VALVE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 36 P’
04.01.1994 Repair ‘BOGIE BEARINGS’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 36 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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05.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQCY 36 P’

20.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 37

Details: wagon ‘RQCY 37 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 25.06.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 30.09.1996
Last Brake Cylinder: 26.09.1989
Last Single Car Test: 14.08.1991
Last Lift: 02.02.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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31.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 37 Y’

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARERS’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1989 Repair ‘STANCHION’.
26.09.1989 Repair ‘VEHICLE RETARE’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 37 Y’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE SPRING’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RQCX 37 Y’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘BRAKE LEVER’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1991 Repair ‘TRAIN PIPE (END)’.
13.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 37 Y’
16.12.1993 Repair ‘HANDRAILS END’.
16.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 37 Y’
20.02.1994 Repair ‘HANDRAILS END’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQCX 37 Y’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQCX 37 Y’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 37 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 37 Y’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQCX 37 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘BOGIE BEARERS’.
24.02.1995 Repair ‘BOGIE COMPLETE’.
24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 37 Y’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
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30.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 38

Details: wagon ‘RQCY 38 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 05.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FBQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.03.1996
Due Triple Valve: 07.09.1989
Last Brake Cylinder: 22.04.1992
Last Single Car Test: 26.07.1993
Last Lift: 09.10.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
07.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
20.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘END BRAKE COCK’.
18.06.1990 Repair ‘END HOSE’.
18.06.1990 Repair ‘TRAIN PIPE (END)’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘EMPTY LOAD VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘VEHICLE STENCILS’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
19.08.1990 Repair ‘BRAKE BLOCK RB95’.
19.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Repair ‘WEAR PLATES & SADDLES’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

31.05.1991 Repair ‘BOGIE SPRING’.
31.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
27.06.1991 Repair ‘BOGIE SPRING’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
06.08.1991 Repair ‘BRAKE BLOCK RB95’.
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06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AQCY 38 K’

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE BEARERS’.
28.10.1991 Repair ‘CENTRE SILL’.
28.10.1991 Repair ‘HANDRAILS END’.
28.10.1991 Repair ‘SIDE SILL’.
28.10.1991 Repair ‘TRANSOM’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘VEHICLE COMPLETE’.
28.10.1991 Repair ‘VEHICLE STENCILS’.
28.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCY 38 K’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.04.1992 Repair ‘EMPTY LOAD VALVE’.
22.04.1992 Repair ‘GRADE CONTROL VALVE’.
22.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1992 Repair ‘WEAR PLATES & SADDLES’.
22.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
07.07.1992 Repair ‘YOKE CARRIER’.
07.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BEARINGS’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
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28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘EMPTY LOAD VALVE’.
29.10.1992 Repair ‘GRADE CONTROL VALVE’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘STEP’.
05.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BOGIE SPRING’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.06.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRAKE BLOCK RB95’.
26.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
19.08.1993 Repair ‘BOGIE BOLSTER’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
30.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 38 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 38 K’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
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NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 39

Details: wagon ‘RQCY 39 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 07.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 26.07.1996
Last Brake Cylinder: 01.04.1993
Last Lift: 20.04.1979
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.10.1989 Repair ‘HANDRAILS END’.
24.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 39 Q’
10.12.1990 Repair ‘HANDRAILS END’.
10.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 39 Q’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

10.07.1991 Repair ‘END SILL’.
10.07.1991 Repair ‘HANDRAILS END’.
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10.07.1991 Repair ‘TWIST LOCK’.
10.07.1991 Repair ‘TWIST LOCK’.
10.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE STENCILS’.
10.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQBY 39 Q’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BRANCH PIPE’.
26.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1992 Repair ‘VEHICLE COMPLETE’.
26.03.1992 Repair ‘VEHICLE RECLASSIFY’.
26.03.1992 Repair ‘VEHICLE RETARE’.
26.03.1992 Repair ‘VEHICLE STENCILS’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 39 Q’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB95’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1992 Repair ‘STEP’.
12.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 39 Q’
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 39 Q’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1993 Repair ‘STRIKING CASTING’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 39 Q’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 39 Q’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘END SILL’.
16.12.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘WEAR PLATES & SADDLES’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 39 Q’
30.01.1994 Repair ‘TWIST LOCK’.
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30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 39 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 39 Q’
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQBY 39 Q’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.11.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 40

Details: wagon ‘RQCY 40 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 22.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 29.07.1996
Last Triple Valve: 05.01.1993
Last Brake Cylinder: 09.01.1991
Last Lift: 31.01.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.07.1989 Repair ‘VEHICLE COMPLETE’.
15.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘BRAKE LEVER’.
20.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘STANCHION’.
20.07.1989 Repair ‘VEHICLE RETARE’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
03.04.1990 Repair ‘HANDRAILS END’.
03.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQCY 40 P’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BRAKE PULL ROD’.
31.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 40 P’
13.04.1992 Repair ‘STANCHION’.
13.04.1992 Repair ‘TWIST LOCK’.
13.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 40 P’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARERS’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘END COMPLETE’.
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14.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1992 Repair ‘TRAIN PIPE’.
14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 40 P’
23.04.1992 Repair ‘VEHICLE COMPLETE’.
23.04.1992 Repair ‘VEHICLE STENCILS’.
23.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 40 P’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BRAKE LEVER’.
11.05.1992 Repair ‘CARD OR CLIP HOLDER’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘BRAKE PULL ROD’.
05.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘EMPTY LOAD VALVE’.
05.01.1993 Repair ‘GRADE CONTROL VALVE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQCY 40 P’
29.03.1993 Repair ‘BOGIE BEARINGS’.
29.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 40 P’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BEARERS’.
19.05.1993 Repair ‘WHEEL SET’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
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10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 40 P’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 40 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 40 P’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 41

Details: wagon ‘RQCY 41 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 26.07.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.05.1996
Last Single Car Test: 22.09.1993
Last Lift: 14.11.1985
Cont Connector Type:] B
Cont Max Slots: 3

16378



2.701. Wagon classification starting with ‘RQC’

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘STANCHION’.
10.08.1989 Repair ‘VEHICLE RETARE’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 41 B’
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 41 B’
04.03.1990 Repair ‘COUPLER KNUCKLE’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 41 B’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.04.1990 Repair ‘BRAKE PULL ROD’.
11.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 41 B’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘CENTRE SILL’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Repair ‘GRADE CONTROL VALVE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 41 B’
29.04.1991 Repair ‘HANDRAILS END’.
29.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 41 B’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT
SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 41 B’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BRAKE BLOCK RB95’.
21.09.1993 Repair ‘BRAKE CONTROL PIPE’.
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21.09.1993 Repair ‘BRAKE LEVER’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘SIDE BEARER’.
21.09.1993 Repair ‘TRAIN PIPE’.
21.09.1993 Repair ‘VEHICLE COMPLETE’.
21.09.1993 Repair ‘VEHICLE RECLASSIFY’.
21.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 41 B’
22.10.1993 Repair ‘STEP’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 41 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 41 B’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.02.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 42

Details: wagon ‘RQCY 42 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 09.08.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
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BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 02.06.1996
Last Brake Cylinder: 14.06.1990
Last Lift: 20.02.1980
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.04.1990 Repair ‘HANDRAILS END’.
01.04.1990 Repair ‘STEP’.
01.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 42 H’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 42 H’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘BRAKE LEVER’.
14.06.1990 Repair ‘CARD OR CLIP HOLDER’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘STANCHION’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘VEHICLE RETARE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 42 H’
02.11.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 42 H’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘END BRAKE COCK’.
23.05.1991 Repair ‘END HOSE’.
23.05.1991 Repair ‘TRAIN PIPE (END)’.
23.05.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQBY 42 H’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE BEARERS’.
27.05.1991 Repair ‘BOGIE SPRING’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Repair ‘VEHICLE COMPLETE’.
27.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 42 H’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
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STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARERS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘BRAKE LEVER’.
27.10.1992 Repair ‘BRAKE PULL ROD’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1992 Repair ‘VEHICLE RECLASSIFY’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 42 H’
13.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1993 Repair ‘VEHICLE COMPLETE’.
13.11.1993 Repair ‘WHEEL SET’.
13.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 42 H’
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 42 H’
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 42 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 42 H’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.08.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 43

Details: wagon ‘RQCY 43 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.08.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.11.1995
Last Brake Cylinder: 02.10.1990
Last Single Car Test: 30.08.1993
Last Lift: 06.09.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.07.1989 Repair ‘HANDRAILS END’.
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 43 Q’
21.05.1990 Repair ‘HANDRAILS END’.
21.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 43 Q’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘STEP’.
02.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘WEAR PLATES & SADDLES’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 43 Q’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Repair ‘STANCHION’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE RETARE’.
12.02.1991 Repair ‘VEHICLE STENCILS’.
12.02.1991 Repair ‘WEAR PLATES & SADDLES’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 43 Q’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
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ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1993 Repair ‘BOGIE COMPLETE’.
19.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.03.1993 Repair ‘HANDRAILS END’.
19.03.1993 Repair ‘STEP’.
19.03.1993 Repair ‘TOP CENTRE PLATE’.
19.03.1993 Repair ‘TRAIN PIPE’.
19.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 43 Q’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BEARERS’.
30.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘END HOSE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘SIDE BEARER’.
30.03.1993 Repair ‘TRAIN PIPE (END)’.
30.03.1993 Repair ‘VEHICLE RECLASSIFY’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 43 Q’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 43 Q’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 43 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 43 Q’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
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26.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 45

Details: wagon ‘RQCY 45 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 03.09.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.04.1996
Last Triple Valve: 07.04.1988
Last Brake Cylinder: 21.12.1993
Last Single Car Test: 21.12.1993
Last Lift: 12.08.1978
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1990 Repair ‘STANCHION’.
30.07.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Repair ‘VEHICLE RETARE’.
30.07.1990 Repair ‘VEHICLE STENCILS’.
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30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 45 L’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘WHEEL SET’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 45 L’
03.12.1990 Repair ‘STEP’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 45 L’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘TRAIN PIPE’.
10.01.1991 Repair ‘VEHICLE STENCILS’.
10.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQBY 45 L’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘WHEEL SET’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 45 L’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BEARERS’.
19.05.1992 Repair ‘SIDE BEARER’.
19.05.1992 Repair ‘VEHICLE RECLASSIFY’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 45 L’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘SIDE BEARER’.
18.09.1992 Repair ‘TOP CENTRE PLATE’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 45 L’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER COMPLETE’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 45 L’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 45 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 45 L’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
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17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 45 L’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 46

Details: wagon ‘RQCY 46 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 09.09.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 09.12.1994
Last Brake Cylinder: 12.01.1993
Last Single Car Test: 19.10.1988
Last Lift: 22.09.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

23.02.1990 Repair ‘COUPLER KNUCKLE’.
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23.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AQBY 46 U’

23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

29.11.1991 Repair ‘STEP’.
29.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 46 U’
19.12.1992 Repair ‘CENTRE SILL’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 46 U’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE COMPLETE’.
12.01.1993 Repair ‘CENTRE SILL’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.01.1993 Repair ‘SIDE BEARER’.
12.01.1993 Repair ‘SIDE BEARER’.
12.01.1993 Repair ‘VEHICLE RECLASSIFY’.
12.01.1993 Repair ‘VEHICLE STENCILS’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 46 U’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.06.1993 Repair ‘WHEEL SET’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 46 U’
06.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 46 U’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 46 U’
19.01.1994 Repair ‘HANDRAILS END’.
19.01.1994 Repair ‘STEP’.
19.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 46 U’
16.03.1994 Repair ‘COUPLER KNUCKLE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 46 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
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29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 46 U’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 46 U’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

RQCY 47

Details: wagon ‘RQCY 47 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $15150
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 22.09.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FBQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 07.09.1996
Last Triple Valve: 27.04.1990
Last Brake Cylinder: 24.07.1991
Last Lift: 07.11.1977
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘WHEEL SET’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
21.10.1989 Repair ‘COUPLER KNUCKLE’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
03.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
24.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘CARD OR CLIP HOLDER’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘EMPTY LOAD VALVE’.
23.08.1990 Repair ‘END BRAKE COCK’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘HANDRAILS END’.
17.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
26.09.1990 Repair ‘BRAKE BLOCK RB95’.
26.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Repair ‘WEAR PLATES & SADDLES’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
27.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
09.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘WHEEL SET’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
07.08.1991 Repair ‘HANDRAILS’.
07.08.1991 Repair ‘STEP’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘VEHICLE COMPLETE’.
07.08.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCY 47 J’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BOLSTER’.
31.03.1992 Repair ‘BOGIE SIDEFRAME’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE LEVER’.
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18.08.1992 Repair ‘BRAKE PULL ROD’.
18.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE BEARERS’.
07.09.1992 Repair ‘BOGIE BOLSTER’.
07.09.1992 Repair ‘COUPLER KNUCKLE’.
07.09.1992 Repair ‘EMPTY LOAD VALVE’.
07.09.1992 Repair ‘GRADE CONTROL VALVE’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARERS’.
05.11.1992 Repair ‘BOGIE BEARINGS’.
05.11.1992 Repair ‘BOGIE BOLSTER’.
05.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BOGIE COMPLETE’.
05.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
05.11.1992 Repair ‘BOGIE SIDEFRAME’.
05.11.1992 Repair ‘BOGIE WEAR PLATES’.
05.11.1992 Repair ‘BRAKE PULL ROD’.
05.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE PULL ROD’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
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25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 47 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 47 J’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.03.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘BOGIE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 48

Details: wagon ‘RQCY 48 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15150
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-6
Date Built: 27.09.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.05.1996
Due Triple Valve: 01.04.1997
Last Brake Cylinder: 06.06.1990
Last Lift: 23.04.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘END BRAKE COCK’.
06.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Repair ‘VEHICLE RETARE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘WHEEL SET’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

29.11.1991 Repair ‘STEP’.
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29.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQBY 48 P’

13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘BOGIE BEARERS’.
13.02.1993 Repair ‘COUPLER KNUCKLE’.
13.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1993 Repair ‘SIDE BEARER’.
13.02.1993 Repair ‘VEHICLE RECLASSIFY’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
07.01.1994 Repair ‘HANDRAILS END’.
07.01.1994 Repair ‘STEP’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 48 P’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 48 P’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 49

Details: wagon ‘RQCY 49 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-6
Date Built: 16.12.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FBQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.04.1996
Due Triple Valve: 20.07.1988
Last Brake Cylinder: 05.10.1993
Last Lift: 23.12.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
23.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
29.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
23.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
04.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1990 Repair ‘TRAIN PIPE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
01.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
22.07.1990 Repair ‘COUPLER KNUCKLE’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
14.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
30.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1991 Repair ‘WHEEL SET’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
10.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

14.07.1991 Repair ‘COUPLER KNUCKLE’.
14.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
01.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
27.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘EMPTY LOAD VALVE’.
04.10.1991 Repair ‘GRADE CONTROL VALVE’.
04.10.1991 Repair ‘WHEEL SET’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
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09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Repair ‘VEHICLE COMPLETE’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
09.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCY 49 E’
26.01.1992 Repair ‘BRAKE BLOCK RB95’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
17.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
11.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1992 Repair ‘COUPLER KNUCKLE’.
11.07.1992 Repair ‘EMPTY LOAD VALVE’.
11.07.1992 Repair ‘GRADE CONTROL VALVE’.
11.07.1992 Repair ‘WHEEL SET’.
11.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
29.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
30.09.1992 Repair ‘HANDRAILS END’.
30.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 49 E’
01.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 49 E’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘AXLEBOX’.
21.04.1993 Repair ‘BRAKE BLOCK RB101’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘WHEEL SET’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 49 E’
19.12.1993 Repair ‘BOGIE SIDEFRAME’.
19.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 49 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘AQCY 49 E’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
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10.11.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.03.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 50

Details: wagon ‘RQCY 50 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 22.12.1971
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: WR AD CM CN CH
Return to Service Date: 02.09.1996
Due Triple Valve: 01.10.1994
Last Brake Cylinder: 05.02.1991
Last Single Car Test: 08.12.1993
Last Lift: 01.10.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.11.1990 Repair ‘STEP’.
17.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 50 A’
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05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRANCH PIPE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘END BRAKE COCK’.
05.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 50 A’
15.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 50 A’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘YOKE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 50 A’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

02.03.1992 Repair ‘STEP’.
02.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 50 A’
07.05.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 50 A’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE BEARERS’.
01.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE PULL ROD’.
01.12.1993 Repair ‘BRANCH PIPE’.
01.12.1993 Repair ‘COUPLER KNUCKLE’.
01.12.1993 Repair ‘DRAFT GEAR POCKET’.
01.12.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
01.12.1993 Repair ‘SIDE BEARER’.
01.12.1993 Repair ‘TOP CENTRE PLATE’.
01.12.1993 Repair ‘TRAIN PIPE (END)’.
01.12.1993 Repair ‘UNDERFRAME COMPLETE’.
01.12.1993 Repair ‘VEHICLE COMPLETE’.
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Repair ‘YOKE COMPLETE’.
01.12.1993 Repair ‘YOKE FOLLOWER’.
01.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 50 A’
01.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 50 A’
01.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 50 A’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS
TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 50 A’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.02.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 51

Details: wagon ‘RQCY 51 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 11.02.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 19.08.1996
Due Triple Valve: 01.12.1993
Last Triple Valve: 05.03.1993
Last Brake Cylinder: 08.04.1993
Last Lift: 06.02.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.07.1989 Repair ‘STEP’.
05.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQBY 51 G’
04.01.1990 Repair ‘HANDRAILS END’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 51 G’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1991 Repair ‘HANDRAILS END’.
02.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 51 G’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘CARD OR CLIP HOLDER’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘EMPTY LOAD VALVE’.
18.03.1991 Repair ‘GRADE CONTROL VALVE’.
18.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1991 Repair ‘STEP’.
18.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
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01.05.1992 Repair ‘EMPTY LOAD VALVE’.
01.05.1992 Repair ‘GRADE CONTROL VALVE’.
01.05.1992 Repair ‘SIDE BEARER’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘CARD OR CLIP HOLDER’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 51 G’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1993 Repair ‘BRAKE PULL ROD’.
05.03.1993 Repair ‘CARD OR CLIP HOLDER’.
05.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQBY 51 G’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘BRAKE LEVER’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘TOP CENTRE PLATE’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘COUPLER KNUCKLE’.
12.11.1993 Repair ‘COUPLER KNUCKLE’.
12.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
29.01.1994 Repair ‘BRAKE BLOCK RB95’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 51 G’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 51 G’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS
TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.

05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 51 G’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.06.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 52

Details: wagon ‘RQCY 52 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 28.02.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

16404



2.701. Wagon classification starting with ‘RQC’

Fleet Grp Code: RZ RB AD CM CN CG
Return to Service Date: 14.03.1996
Last Brake Cylinder: 09.01.1992
Last Lift: 10.06.1982
Cont Connector Type:] B
Cont Max Slots: 3

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 52 X’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 52 X’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 52 X’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 52 X’
28.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 53

Details: wagon ‘RQCY 53 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 08.03.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.09.1996
Due Triple Valve: 01.08.1987
Last Brake Cylinder: 10.06.1992
Last Lift: 08.08.1978
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 53 B’
31.07.1990 Repair ‘STEP’.
31.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 53 B’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Repair ‘BRANCH PIPE’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
15.08.1990 Repair ‘EMPTY LOAD VALVE’.
15.08.1990 Repair ‘GRADE CONTROL VALVE’.
15.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 53 B’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BEARERS’.
10.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1992 Repair ‘SIDE BEARER’.
10.06.1992 Repair ‘TOP CENTRE PLATE’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Repair ‘VEHICLE RECLASSIFY’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 53 B’
29.06.1993 Repair ‘HANDRAILS END’.
29.06.1993 Repair ‘STEP’.
29.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 53 B’
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 53 B’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
29.10.1993 Repair ‘HAND RELEASE (AIR)’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 53 B’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 53 B’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 53 B’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 53 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 53 B’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

26.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 54

Details: wagon ‘RQCY 54 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 13.03.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ
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Capacity of 58 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 22.07.1996
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 05.12.1988
Last Lift: 28.09.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘EMPTY LOAD VALVE’.
30.07.1990 Repair ‘GRADE CONTROL VALVE’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 54 K’
29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1990 Repair ‘VEHICLE COMPLETE’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 54 K’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

25.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 54 K’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

09.05.1992 Repair ‘VEHICLE STENCILS’.
09.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 54 K’
11.05.1992 Repair ‘HANDRAILS END’.
11.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 54 K’
14.05.1992 Repair ‘BOGIE BEARERS’.
14.05.1992 Repair ‘VEHICLE RECLASSIFY’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 54 K’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 54 K’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 54 K’
28.01.1994 Repair ‘HANDRAILS END’.
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28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 54 K’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 54 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 54 K’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.07.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 55

Details: wagon ‘RQCY 55 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 07.04.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.04.1996
Last Brake Cylinder: 09.11.1991
Last Lift: 15.10.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.07.1989 Repair ‘HANDRAILS END’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 55 T’
16.12.1989 Repair ‘HANDRAILS END’.
16.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 55 T’
15.01.1991 Repair ‘HANDRAILS END’.
15.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQBY 55 T’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘VEHICLE COMPLETE’.
02.07.1991 Repair ‘VEHICLE STENCILS’.
02.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQBY 55 T’
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 55 T’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

09.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1991 Repair ‘END BRAKE COCK’.
09.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 55 T’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BEARERS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘SIDE BEARER’.
20.05.1992 Repair ‘STANCHION’.
20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Repair ‘VEHICLE RETARE’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 55 T’
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20.07.1992 Repair ‘VEHICLE COMPLETE’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 55 T’
26.08.1992 Repair ‘BOGIE BEARINGS’.
26.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 55 T’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 55 T’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 55 T’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘END BRAKE COCK’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘WHEEL SET’.
05.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 55 T’
23.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
23.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 55 T’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 55 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 55 T’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
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RQCY 56

Details: wagon ‘RQCY 56 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 07.04.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 25.10.1996
Last Triple Valve: 22.06.1988
Last Brake Cylinder: 30.01.1992
Last Single Car Test: 20.10.1993
Last Lift: 19.06.1979
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘STANCHION’.
16.08.1989 Repair ‘VEHICLE RETARE’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘VEHICLE COMPLETE’.
21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 56 F’
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 56 F’
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23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

27.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 56 F’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
03.02.1992 Repair ‘HOSE FITTINGS’.
03.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 56 F’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘COUPLER KNUCKLE’.
22.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘STEP’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1992 Repair ‘BRAKE LEVER’.
09.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘VEHICLE COMPLETE’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘BOGIE COMPLETE’.
15.10.1993 Repair ‘BRAKE LEVER’.
15.10.1993 Repair ‘COUPLER COMPLETE’.
15.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1993 Repair ‘TOP CENTRE PLATE’.
15.10.1993 Repair ‘VEHICLE COMPLETE’.
15.10.1993 Repair ‘WHEEL SET’.
15.10.1993 Repair ‘YOKE COMPLETE’.
15.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 56 F’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.

16413



2. TIMS GROUP INFORMATION - WAGONS

16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 56 F’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 56 F’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.04.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
25.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 57

Details: wagon ‘RQCY 57 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 26.04.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ
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Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.07.1996
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 22.03.1989
Last Single Car Test: 03.08.1993
Last Lift: 22.12.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘STRIKING CASTING’.
10.11.1989 Repair ‘TOP CENTRE PLATE’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
14.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 57 Y’
11.10.1990 Repair ‘STEP’.
11.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 57 Y’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

15.07.1992 Repair ‘VEHICLE COMPLETE’.
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
21.08.1992 Repair ‘BOGIE BEARINGS’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 57 Y’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Repair ‘COUPLER KNUCKLE’.
28.08.1992 Repair ‘EMPTY LOAD VALVE’.
28.08.1992 Repair ‘GRADE CONTROL VALVE’.
28.08.1992 Repair ‘HANDRAILS END’.
28.08.1992 Repair ‘SIDE BEARER’.
28.08.1992 Repair ‘VEHICLE RECLASSIFY’.
28.08.1992 Repair ‘VEHICLE STENCILS’.
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
16.10.1992 Repair ‘VEHICLE COMPLETE’.
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16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘WHEEL SET’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BRAKE PULL ROD’.
29.07.1993 Repair ‘BRANCH PIPE’.
29.07.1993 Repair ‘SIDE BEARER’.
29.07.1993 Repair ‘TOP CENTRE PLATE’.
29.07.1993 Repair ‘TRAIN PIPE (END)’.
29.07.1993 Repair ‘VEHICLE COMPLETE’.
29.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 57 Y’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 57 Y’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 58

Details: wagon ‘RQCY 58 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 08.05.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.12.1995
Last Brake Cylinder: 01.08.1988
Last Single Car Test: 15.08.1991
Last Lift: 05.04.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.07.1989 Repair ‘END HOSE’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 58 D’
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 58 D’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE CONTROL PIPE’.
11.12.1989 Repair ‘END BRAKE COCK’.
11.12.1989 Repair ‘HANDRAILS END’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘STANCHION’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE RETARE’.
11.12.1989 Repair ‘VEHICLE STENCILS’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 58 D’
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘VEHICLE STENCILS’.
02.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 58 D’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BOGIE BEARERS’.
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘COUPLER COMPLETE’.
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07.03.1991 Repair ‘TRAIN PIPE (END)’.
07.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 58 D’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.08.1991 Repair ‘BRAKE PULL ROD’.
14.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1991 Repair ‘TRAIN PIPE (END)’.
14.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 58 D’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

14.04.1992 Repair ‘HANDRAILS END’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 58 D’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘END COMPLETE’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘TRAIN PIPE’.
15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 58 D’
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘VEHICLE COMPLETE’.
27.04.1992 Repair ‘VEHICLE STENCILS’.
27.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 58 D’
16.11.1992 Repair ‘TRAIN PIPE’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 58 D’
05.04.1993 Repair ‘STEP’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 58 D’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BOGIE BEARINGS’.
11.06.1993 Repair ‘BRAKE BLOCK RB95’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘EMPTY LOAD VALVE’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
11.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Repair ‘WHEEL SET’.
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11.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 58 D’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.10.1993 Repair ‘BRANCH PIPE’.
06.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQCY 58 D’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 58 D’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRANCH PIPE’.
17.11.1993 Repair ‘COUPLER KNUCKLE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 58 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 58 D’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 58 D’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 58 D’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 59

Details: wagon ‘RQCY 59 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 08.05.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.09.1996
Due Triple Valve: 16.12.1990
Last Brake Cylinder: 26.05.1993
Last Single Car Test: 18.01.1994
Last Lift: 10.08.1977
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQBY 59 J’
16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘BOGIE COMPLETE’.
16.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.12.1989 Repair ‘COUPLER KNUCKLE’.
16.12.1989 Repair ‘EMPTY LOAD VALVE’.
16.12.1989 Repair ‘GRADE CONTROL VALVE’.
16.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1989 Repair ‘STANCHION’.
16.12.1989 Repair ‘VEHICLE RETARE’.
16.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
05.01.1990 Repair ‘COUPLER COMPLETE’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 59 J’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
18.09.1990 Repair ‘HANDRAILS END’.
18.09.1990 Repair ‘STEP’.
18.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 59 J’
09.01.1991 Repair ‘HANDRAILS END’.
09.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 59 J’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1993 Repair ‘BOGIE COMPLETE’.
26.05.1993 Repair ‘BRAKE PULL ROD’.
26.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.05.1993 Repair ‘EMPTY LOAD VALVE’.
26.05.1993 Repair ‘GRADE CONTROL VALVE’.
26.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.05.1993 Repair ‘SIDE BEARER’.
26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Repair ‘WHEEL SET’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BRAKE CONTROL PIPE’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘BRANCH PIPE’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 59 J’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BEARINGS’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BOGIE COMPLETE’.
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18.01.1994 Repair ‘BRAKE BLOCK RB95’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘HANDRAILS END’.
18.01.1994 Repair ‘TRAIN PIPE (END)’.
18.01.1994 Repair ‘TRAIN PIPE’.
18.01.1994 Repair ‘UNDERFRAME COMPLETE’.
18.01.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 59 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 59 J’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 60

Details: wagon ‘RQCY 60 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-6
Date Built: 24.05.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 29.10.1996
Due Triple Valve: 01.01.1988
Last Brake Cylinder: 27.06.1990
Last Lift: 24.01.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.12.1989 Repair ‘HANDRAILS END’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 60 F’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRANCH PIPE’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1990 Repair ‘STANCHION’.
03.01.1990 Repair ‘VEHICLE RETARE’.
03.01.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘BRANCH PIPE’.
27.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
18.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘COUPLER COMPLETE’.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
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01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.10.1991 Repair ‘GRADE CONTROL VALVE’.
29.10.1991 Repair ‘STANCHION’.
29.10.1991 Repair ‘TWIST LOCK’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘EMPTY LOAD VALVE’.
23.12.1992 Repair ‘GRADE CONTROL VALVE’.
23.12.1992 Repair ‘TOP CENTRE PLATE’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
28.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 60 F’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARERS’.
04.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘SIDE BEARER’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘VEHICLE RECLASSIFY’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘HOSE FITTINGS’.
19.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 60 F’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘HAND RELEASE (AIR)’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 60 F’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 60 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 60 F’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.03.1995 Repair ‘VEHICLE COMPLETE’.
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12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 61

Details: wagon ‘RQCY 61 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.05.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: WR AD CM CN CH
Return to Service Date: 22.01.1995
Due Triple Valve: 01.04.1989
Last Brake Cylinder: 06.09.1993
Last Single Car Test: 05.10.1993
Last Lift: 30.04.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
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31.03.1990 Repair ‘HANDRAILS END’.
31.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
24.02.1991 Repair ‘HANDRAILS END’.
24.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

29.08.1991 Repair ‘BRAKE SPRING’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
20.02.1992 Repair ‘STEP’.
20.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
20.04.1992 Repair ‘HANDRAILS’.
20.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 61 Y’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1992 Repair ‘STANCHION’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘VEHICLE RETARE’.
22.06.1992 Repair ‘VEHICLE STENCILS’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 61 Y’
01.09.1992 Repair ‘HANDRAILS END’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 61 Y’
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1993 Repair ‘BOGIE COMPLETE’.
03.04.1993 Repair ‘SIDE BEARER’.
03.04.1993 Repair ‘VEHICLE COMPLETE’.
03.04.1993 Repair ‘VEHICLE RECLASSIFY’.
03.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 61 Y’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 61 Y’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.09.1993 Repair ‘BRAKE CONTROL PIPE’.
28.09.1993 Repair ‘BRAKE LEVER’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘TRAIN PIPE’.
28.09.1993 Repair ‘VEHICLE COMPLETE’.
28.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 61 Y’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
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04.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 61 Y’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 61 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 61 Y’
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 61 Y’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

RQCY 62

Details: wagon ‘RQCY 62 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.05.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 02.09.1996
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 21.12.1993
Last Lift: 06.05.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE COMPLETE’.
30.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.01.1990 Repair ‘STANCHION’.
30.01.1990 Repair ‘VEHICLE RETARE’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 62 A’
16.06.1990 Repair ‘HANDRAILS END’.
16.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 62 A’
26.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 62 A’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE BEARINGS’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘EMPTY LOAD VALVE’.
14.09.1990 Repair ‘WHEEL SET’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘VEHICLE STENCILS’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘WHEEL SET’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
18.01.1991 Repair ‘BOGIE BEARINGS’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 62 A’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

07.06.1991 Repair ‘BODY COMPLETE’.
07.06.1991 Repair ‘HANDRAILS END’.
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQBY 62 A’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
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(RS4641)’. New class: ‘AQBY’.
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE COMPLETE’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1993 Repair ‘SIDE BEARER’.
27.05.1993 Repair ‘VEHICLE RECLASSIFY’.
27.05.1993 Repair ‘WHEEL SET’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘RELAY VALVE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘COUPLER COMPLETE’.
11.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘YOKE COMPLETE’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 62 A’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘COUPLER COMPLETE’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘SIDE BEARER’.
21.12.1993 Repair ‘TOP CENTRE PLATE’.
21.12.1993 Repair ‘TRAIN PIPE (END)’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 62 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 62 A’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 62 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
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09.08.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 63

Details: wagon ‘RQCY 63 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 31.05.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 31.12.1995
Last Brake Cylinder: 28.10.1992
Last Single Car Test: 02.09.1988
Last Lift: 31.03.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.07.1989 Repair ‘HANDRAILS END’.
15.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQBY 63 J’
13.11.1989 Repair ‘HANDRAILS END’.
13.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 63 J’
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23.04.1990 Repair ‘TRAIN PIPE (END)’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 63 J’
15.05.1990 Repair ‘HANDRAILS END’.
15.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 63 J’
28.05.1990 Repair ‘SIDE BEARER’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 63 J’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQBY 63 J’
01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT

SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE CONTROL PIPE’.
16.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘TRAIN PIPE’.
16.10.1991 Repair ‘WEAR PLATES & SADDLES’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘TRAIN PIPE (END)’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BEARERS’.
28.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1992 Repair ‘SIDE BEARER’.
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘VEHICLE RECLASSIFY’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
04.03.1993 Repair ‘STANCHION’.
04.03.1993 Repair ‘VEHICLE RETARE’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
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24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE RECLASSIFY’.
08.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 63 J’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQBY 63 J’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 64

Details: wagon ‘RQCY 64 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 01.06.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.08.1996
Last Brake Cylinder: 06.12.1989
Last Single Car Test: 06.12.1989
Last Lift: 15.11.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1989 Repair ‘VEHICLE STENCILS’.
05.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQBY 64 S’
22.07.1990 Repair ‘HANDRAILS END’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 64 S’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BEARERS’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Repair ‘EMPTY LOAD VALVE’.
31.08.1992 Repair ‘GRADE CONTROL VALVE’.
31.08.1992 Repair ‘SIDE BEARER’.
31.08.1992 Repair ‘VEHICLE RECLASSIFY’.
31.08.1992 Repair ‘VEHICLE STENCILS’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1993 Repair ‘BRAKE PULL ROD’.
09.02.1993 Repair ‘COUPLER KNUCKLE’.
09.02.1993 Repair ‘EMPTY LOAD VALVE’.
09.02.1993 Repair ‘GRADE CONTROL VALVE’.
09.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1993 Repair ‘STANCHION’.
09.02.1993 Repair ‘VEHICLE RETARE’.
09.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
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08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘GRADE CONTROL VALVE’.
08.03.1993 Repair ‘STANCHION’.
08.03.1993 Repair ‘VEHICLE RETARE’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 64 S’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 64 S’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 64 S’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

16.03.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 65

Details: wagon ‘RQCY 65 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 14.06.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 31.07.1996
Last Triple Valve: 13.01.1994
Last Brake Cylinder: 13.01.1994
Last Single Car Test: 31.03.1994
Last Lift: 05.03.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.12.1989 Repair ‘END BRAKE COCK’.
12.12.1989 Repair ‘END HOSE’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 65 H’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1990 Repair ‘STANCHION’.
12.09.1990 Repair ‘VEHICLE RETARE’.
12.09.1990 Repair ‘VEHICLE STENCILS’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 65 H’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

17.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 65 H’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
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STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRAKE LEVER’.
15.10.1992 Repair ‘HANDRAILS END’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 65 H’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRAKE LEVER’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘SIDE BEARER’.
16.09.1993 Repair ‘TRAIN PIPE’.
16.09.1993 Repair ‘VEHICLE COMPLETE’.
16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Repair ‘VEHICLE STENCILS’.
16.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 65 H’
02.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 65 H’
02.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 65 H’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 65 H’
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BRAKE BLOCK RB95’.
31.03.1994 Repair ‘BRAKE LEVER’.
31.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 65 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 65 H’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘VEHICLE COMPLETE’.
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13.05.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 66

Details: wagon ‘RQCY 66 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 30.06.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.04.1995
Last Brake Cylinder: 14.01.1994
Last Single Car Test: 14.01.1994
Last Lift: 20.10.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.10.1989 Repair ‘STEP’.
20.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 66 N’
12.02.1991 Repair ‘BOGIE BEARINGS’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 66 N’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
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STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

09.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1991 Repair ‘COUPLER COMPLETE’.
09.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 66 N’
12.02.1992 Repair ‘HANDRAILS END’.
12.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 66 N’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE BEARERS’.
19.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1992 Repair ‘BRAKE BLOCK RB95’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘SIDE BEARER’.
19.05.1992 Repair ‘STANCHION’.
19.05.1992 Repair ‘STEP’.
19.05.1992 Repair ‘TRAIN PIPE (END)’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 66 N’
09.12.1992 Repair ‘VEHICLE COMPLETE’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 66 N’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.01.1993 Repair ‘END BRAKE COCK’.
21.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 66 N’
21.05.1993 Repair ‘STEP’.
21.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 66 N’
13.06.1993 Repair ‘STEP’.
13.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 66 N’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘WHEEL SET’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 66 N’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE LEVER’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
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14.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1994 Repair ‘STRIKING CASTING’.
14.01.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Repair ‘WEAR PLATES & SADDLES’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 66 N’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 66 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 66 N’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 67

Details: wagon ‘RQCY 67 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 30.06.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ
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Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 11.06.1996
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 30.08.1993
Last Single Car Test: 30.08.1993
Last Lift: 19.08.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

28.09.1989 Repair ‘HANDRAILS END’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 67 C’
23.10.1989 Repair ‘STEP’.
23.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 67 C’
14.12.1989 Repair ‘STEP’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 67 C’
30.11.1990 Repair ‘VEHICLE COMPLETE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 67 C’
01.12.1990 Repair ‘STEP’.
01.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 67 C’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT
SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

22.04.1993 Repair ‘STEP’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 67 C’
10.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 67 C’
16.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 67 C’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BEARERS’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘COUPLER COMPLETE’.
27.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1993 Repair ‘SIDE BEARER’.
27.08.1993 Repair ‘TOP CENTRE PLATE’.
27.08.1993 Repair ‘TRAIN PIPE (END)’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
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27.08.1993 Repair ‘VEHICLE RECLASSIFY’.
27.08.1993 Repair ‘YOKE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCY 67 C’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘WHEEL SET’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 67 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 67 C’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 68

Details: wagon ‘RQCY 68 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.07.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ
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Capacity of 58 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.09.1996
Last Brake Cylinder: 24.05.1988
Last Single Car Test: 11.11.1992
Last Lift: 29.08.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

23.09.1989 Repair ‘HANDRAILS END’.
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 68 X’
19.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQBY 68 X’
13.11.1990 Repair ‘BOGIE BEARINGS’.
13.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 68 X’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘BRAKE BLOCK RB95’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 68 X’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BEARERS’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.04.1993 Repair ‘SIDE BEARER’.
16.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘VEHICLE RECLASSIFY’.
16.04.1993 Repair ‘WHEEL SET’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 68 X’
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 68 X’
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 68 X’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
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10.11.1993 Repair ‘WHEEL SET’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 68 X’
16.11.1993 Repair ‘END BRAKE COCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 68 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 68 X’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.03.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 71

Details: wagon ‘RQCY 71 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 01.08.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQBY
BSG Code: FSQQ

Capacity of 58 tonnes
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Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 11.09.1996
Last Brake Cylinder: 22.02.1988
Last Single Car Test: 22.02.1988
Last Lift: 26.08.1977
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.02.1990 Repair ‘STEP’.
26.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 71 W’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

01.10.1991 Alteration complete ‘FIT MINER TCC-3500 LOW PROFILE RESILIENT
SIDEBEARERS TO 47 NO. ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQBY’ RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. SELECT FROM AQCX 1 - 72.
(RS4641)’. New class: ‘AQBY’.

14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQBY 71 W’
01.04.1992 Repair ‘STEP’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
10.08.1992 Repair ‘VEHICLE COMPLETE’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BEARERS’.
13.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1992 Repair ‘BRAKE LEVER’.
13.08.1992 Repair ‘BRAKE PIN’.
13.08.1992 Repair ‘BRAKE PULL ROD’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.12.1992 Repair ‘BRAKE PULL ROD’.
30.12.1992 Repair ‘CARD OR CLIP HOLDER’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1992 Repair ‘WHEEL SET’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
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08.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1993 Repair ‘WHEEL SET’.
08.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQBY 71 W’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘GRADE CONTROL VALVE’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
24.09.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘TOP CENTRE PLATE’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
22.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 71 W’
08.12.1993 Repair ‘STEP’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 71 W’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 71 W’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQBY 71 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQBY 71 W’
14.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 72

Details: wagon ‘RQCY 72 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $15060
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 04.08.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCY
BSG Code: FSQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN CM CH
Return to Service Date: 22.08.1996
Due Triple Valve: 23.05.1991
Last Brake Cylinder: 08.12.1993
Last Single Car Test: 07.01.1994
Last Lift: 01.05.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.10.1989 Repair ‘DRAFT GEAR POCKET’.
27.10.1989 Repair ‘STEP’.
27.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCY 72 L’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE CONTROL PIPE’.
23.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1990 Repair ‘STANCHION’.
23.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Repair ‘VEHICLE RETARE’.
23.05.1990 Repair ‘VEHICLE STENCILS’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 72 L’
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Repair ‘VEHICLE STENCILS’.
14.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCY 72 L’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.
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24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘DRAFT GEAR POCKET’.
24.06.1991 Repair ‘DRAFT GEAR POCKET’.
24.06.1991 Repair ‘DRAFT GEAR POCKET’.
24.06.1991 Repair ‘DRAFT GEAR POCKET’.
24.06.1991 Repair ‘DRAFT GEAR POCKET’.
24.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.06.1991 Repair ‘EMPTY LOAD VALVE’.
24.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.06.1991 Repair ‘YOKE COMPLETE’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCY 72 L’
18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCY 72 L’
01.10.1991 Alteration complete ‘FIT STUCKI RB14 CONSTANT CONTACT

SIDEBEARERS TO 13 NO ‘AQCX’ WAGONS IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY TO ‘AQCY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQCX 1 - 72. (RS4640)’. New class:
‘AQCY’.

02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.12.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 72 L’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BEARERS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘SIDE BEARER’.
07.01.1994 Repair ‘TRAIN PIPE’.
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Repair ‘UNDERFRAME COMPLETE’.
07.01.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1994 Repair ‘VEHICLE RECLASSIFY’.
07.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQCY 72 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS

TO ‘RQCY‘. (NRC017)’. New class: ‘RQCY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQCY 72 L’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
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CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 506

Details: wagon ‘RQCY 506 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY
BSG Code: VXQZ

Capacity of 61 tonnes

Fleet Grp Code: RZ RB AD CM CN CG
Return to Service Date: 28.07.1995
Cont Connector Type:] B
Cont Max Slots: 3

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘RQCX 506 Q’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 506 Q’
28.07.1995 Repair ‘VEHICLE COMPLETE’.
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RQCY 508

Details: wagon ‘RQCY 508 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 508
BSG Code: VBQQ

Capacity of 61 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 21.12.1995
Cont Connector Type:] B
Cont Max Slots: 3

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 508 L’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 508 L’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 508 L’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 508 L’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 538

Details: wagon ‘RQCY 538 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

Fleet Grp Code: RZ RB AD CM CN CG
Return to Service Date: 16.06.1996
Cont Connector Type:] B
Cont Max Slots: 3

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1991 Repair ‘BRAKE LEVER’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 538 M’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘SIDE STEP’.
15.03.1991 Repair ‘VEHICLE COMPLETE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 538 M’
16.04.1992 Repair ‘END BRAKE COCK’.
16.04.1992 Repair ‘END HOSE’.
16.04.1992 Repair ‘TRAIN PIPE (END)’.
16.04.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 538 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 538 M’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.03.1995 Repair ‘BOGIE BEARERS’.
10.03.1995 Repair ‘BOGIE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 538 M’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
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20.07.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 539

10.01.1997 Reclassified from wagon ‘RQCY 539 C’ to ’ wagon ‘VQCX 539 C’.

RQCY 540

Details: wagon ‘RQCY 540 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY540/VQCX540V
BSG Code: VXQQ

Capacity of 61 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 03.09.1996
Cont Connector Type:] B
Cont Max Slots: 3

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 540 R’
06.03.1995 Repair ‘BOGIE BEARERS’.
06.03.1995 Repair ‘BOGIE COMPLETE’.
06.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQCY 552

Details: wagon ‘RQCY 552 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 552
BSG Code: VXQQ

Capacity of 61 tonnes

Fleet Grp Code: RZ RB CM CN CG AD
Return to Service Date: 15.03.1996
Cont Connector Type:] B
Cont Max Slots: 3

07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 552 U’
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 552 U’
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 552 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
10.01.1995 Repair ‘VEHICLE RECLASSIFY’.
10.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 552 U’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 552 U’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 552 U’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.02.1995 Repair ‘BOGIE BEARERS’.
21.02.1995 Repair ‘BOGIE COMPLETE’.
21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
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21.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQCX 552 U’

03.03.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 555

Details: wagon ‘RQCY 555 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY
BSG Code: VXQZ

Capacity of 61 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 555 B’
06.03.1995 Repair ‘BOGIE BEARERS’.
06.03.1995 Repair ‘BOGIE COMPLETE’.
06.03.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
28.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 556

Details: wagon ‘RQCY 556 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 556
Wagon Width: 2515mm
BSG Code: VXQQ

Capacity of 61 tonnes

15.08.1989 Repair ‘HANDRAILS END’.
15.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 556 K’
16.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 556 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 556 K’
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘RQCX 556 K’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 556 K’
28.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 567

Details: wagon ‘RQCY 567 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 567 E
BSG Code: VXQZ

Capacity of 61 tonnes

29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 567 E’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 573

Details: wagon ‘RQCY 573 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 573
BSG Code: VXQQ

Capacity of 61 tonnes

17.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1989 Repair ‘HANDRAILS END’.
17.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 573 W’
24.07.1990 Repair ‘STEP’.
24.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 573 W’
20.11.1990 Repair ‘HANDRAILS’.
20.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 573 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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19.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 573 W’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 573 W’
08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 573 W’
30.06.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 584

Details: wagon ‘RQCY 584 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY
BSG Code: VXQZ

Capacity of 61 tonnes

04.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCX 584 U’
22.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQCX 584 U’
11.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQCX 584 U’
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27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘END SILL’.
27.07.1992 Repair ‘HANDRAILS END’.
27.07.1992 Repair ‘STEP’.
27.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘VQCX 584 U’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQCX 584 U’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘WHEEL SET’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 584 U’
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQCX 584 U’
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.03.1995 Repair ‘BOGIE BEARERS’.
24.03.1995 Repair ‘BOGIE COMPLETE’.
24.03.1995 Repair ‘VEHICLE RECLASSIFY’.
24.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘VQCX 584 U’
31.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 588

08.01.1997 Reclassified from wagon ‘RQCY 588 K’ to ’ wagon ‘VQCX 588 K’.

RQCY 590

Details: wagon ‘RQCY 590 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 590
BSG Code: VXQQ

Capacity of 61 tonnes

13.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 590 L’
14.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 590 L’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE SPRING’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘END BRAKE COCK’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘HANDRAILS’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 590 L’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRAKE BLOCK RB95’.
11.01.1990 Repair ‘BRAKE LEVER’.
11.01.1990 Repair ‘BRANCH PIPE’.
11.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 590 L’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 590 L’
18.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 590 L’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘END BRAKE COCK’.
23.07.1992 Repair ‘TRAIN PIPE (END)’.
23.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 590 L’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1992 Repair ‘TRAIN PIPE (END)’.
20.10.1992 Repair ‘TRAIN PIPE (END)’.
20.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 590 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 590 L’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 590 L’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 590 L’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 590 L’
23.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 596

Details: wagon ‘RQCY 596 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 61 tonnes

26.01.1995 Repair ‘VEHICLE RECLASSIFY’.
26.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 596 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

RQCY 597

Details: wagon ‘RQCY 597 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 597
BSG Code: VXQQ

Capacity of 61 tonnes

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.07.1989 Repair ‘BRAKE PULL ROD’.
10.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RQCX 597 F’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 597 F’
30.01.1994 Repair ‘STEP’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 597 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 597 F’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
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23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 597 F’
13.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 602

Details: wagon ‘RQCY 602 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

09.03.1990 Repair ‘STEP’.
09.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 602 K’
12.05.1991 Repair ‘STEP’.
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 602 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 602 K’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 602 K’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
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26.06.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 609

Details: wagon ‘RQCY 609 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 609 E’
20.02.1990 Repair ‘STEP’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 609 E’
11.11.1991 Repair ‘TRAIN PIPE (END)’.
11.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 609 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 609 E’
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 609 E’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 609 E’
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 609 E’
26.02.1997 Repair ‘BOGIE BEARERS’.
26.02.1997 Repair ‘BOGIE COMPLETE’.
26.02.1997 Repair ‘VEHICLE RECLASSIFY’.
26.02.1997 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQCX 609 E’

16462



2.701. Wagon classification starting with ‘RQC’

RQCY 610

17.12.1996 Reclassified from wagon ‘RQCY 610 E’ to ’ wagon ‘VQCX 610 E’.

RQCY 620

Details: wagon ‘RQCY 620 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 620 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 620 X’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘BOGIE BEARERS’.
24.02.1995 Repair ‘BOGIE COMPLETE’.
24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 620 X’
07.05.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 621

Details: wagon ‘RQCY 621 V’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQCX 621 R’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘BOGIE BEARERS’.
24.02.1995 Repair ‘BOGIE COMPLETE’.
24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 621 R’
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 621 R’
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 621 R’
31.05.1995 Repair ‘VEHICLE RECLASSIFY’.
31.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 621 R’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 623

Details: wagon ‘RQCY 623 Q’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 623 M’
10.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.06.1990 Repair ‘BRAKE BLOCK RB95’.
10.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 623 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 623 M’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE RECLASSIFY’.
13.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 623 M’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 625

Details: wagon ‘RQCY 625 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

10.05.1990 Repair ‘STEP’.
10.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 625 H’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 625 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 625 H’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 625 H’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 627

Details: wagon ‘RQCY 627 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

13.01.1995 Repair ‘VEHICLE RECLASSIFY’.
13.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 627 C’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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13.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘RQCX 627 C’

16.03.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 629

Details: wagon ‘RQCY 629 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 629 U
BSG Code: VXQZ

Capacity of 61 tonnes

10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 629 U’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 631

Details: wagon ‘RQCY 631 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2

16467



2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BRAKE CONTROL PIPE’.
01.08.1989 Repair ‘BRANCH PIPE’.
01.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
01.08.1989 Repair ‘FLOOR SUPPORT’.
01.08.1989 Repair ‘HANDRAILS’.
01.08.1989 Repair ‘STEP’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 631 C’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1989 Repair ‘BRAKE PULL ROD’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 631 C’
13.08.1990 Repair ‘END BRAKE COCK’.
13.08.1990 Repair ‘END HOSE’.
13.08.1990 Repair ‘TRAIN PIPE (END)’.
13.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 631 C’
01.12.1993 Repair ‘END BRAKE COCK’.
01.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 631 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 631 C’
23.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 631 C’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 631 C’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 631 C’
11.12.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 635

Details: wagon ‘RQCY 635 T’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 635 P’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE RECLASSIFY’.
05.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 635 P’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 635 P’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 635 P’
04.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 639

Details: wagon ‘RQCY 639 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

22.09.1990 Repair ‘STEP’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 639 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 639 F’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 639 F’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

14.03.1995 Repair ‘BOGIE BEARERS’.
14.03.1995 Repair ‘BOGIE COMPLETE’.
14.03.1995 Repair ‘VEHICLE RECLASSIFY’.
14.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 639 F’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 641

Details: wagon ‘RQCY 641 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.12.1989 Repair ‘STEP’.
03.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 641 K’

16470



2.701. Wagon classification starting with ‘RQC’

28.02.1991 Repair ‘STEP’.
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 641 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RQCX 641 K’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 641 K’
28.01.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 649

Details: wagon ‘RQCY 649 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 649 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 649 N’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 649 N’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
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08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 649 N’

RQCY 653

01.02.1997 Reclassified from wagon ‘RQCY 653 R’ to ’ wagon ‘VQCX 653 R’.

RQCY 655

Details: wagon ‘RQCY 655 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.03.1990 Repair ‘STEP’.
29.03.1990 Repair ‘STEP’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 655 X’
04.02.1993 Repair ‘STEP’.
04.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 655 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 655 X’
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 655 X’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 655 X’
08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 655 X’
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01.09.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 661

Details: wagon ‘RQCY 661 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

25.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 661 D’
09.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 661 D’
14.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 661 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 661 D’
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 661 D’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.03.1995 Repair ‘VEHICLE RECLASSIFY’.
13.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 661 D’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
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RQCY 674

Details: wagon ‘RQCY 674 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.09.1990 Repair ‘STEP’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 674 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 674 P’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 674 P’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 674 P’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 674 P’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 674 P’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 675

Details: wagon ‘RQCY 675 F’ in AN ‘Mainland Division’.

16474



2.701. Wagon classification starting with ‘RQC’

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘YOKE CARRIER’.
20.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 675 B’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1990 Repair ‘STEP’.
21.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 675 B’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 675 B’
24.04.1992 Repair ‘BRAKE BLOCK RB95’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 675 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 675 B’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 675 B’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 675 B’
11.08.1995 Repair ‘VEHICLE COMPLETE’.
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15.01.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 677

Details: wagon ‘RQCY 677 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

15.09.1991 Repair ‘STEP’.
15.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 677 T’
14.07.1993 Repair ‘BRAKE BLOCK RB95’.
14.07.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 677 T’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 677 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 677 T’
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 677 T’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 677 T’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 677 T’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 677 T’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.02.1995 Repair ‘BOGIE BEARERS’.
17.02.1995 Repair ‘BOGIE COMPLETE’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 677 T’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
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30.04.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 678

Details: wagon ‘RQCY 678 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.11.1989 Repair ‘END HOSE’.
20.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 678 F’
30.07.1991 Repair ‘STEP’.
30.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 678 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 678 F’
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 678 F’
01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 678 F’
14.01.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 679

Details: wagon ‘RQCY 679 S’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 679 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘RQCX 679 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE RECLASSIFY’.
11.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 679 Y’
12.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 681

Details: wagon ‘RQCY 681 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.10.1989 Repair ‘SIDE STEP’.
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16.10.1989 Repair ‘STEP’.
16.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 681 T’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘END SHEETING’.
01.11.1989 Repair ‘STRIKING CASTING’.
01.11.1989 Repair ‘TRAIN PIPE’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 681 T’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘WHEEL SET’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 681 T’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1993 Repair ‘BRAKE PULL ROD’.
05.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘GRADE CONTROL VALVE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 681 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 681 T’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 681 T’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 681 T’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 681 T’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Repair ‘BOGIE BEARERS’.
10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 681 T’

RQCY 687

Details: wagon ‘RQCY 687 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

03.02.1990 Repair ‘HANDRAILS END’.
03.02.1990 Repair ‘STEP’.
03.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 687 E’
11.02.1990 Repair ‘END HOSE’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 687 E’
14.09.1990 Repair ‘END BRAKE COCK’.
14.09.1990 Repair ‘END HOSE’.
14.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 687 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 687 E’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 687 E’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 688

Details: wagon ‘RQCY 688 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 688 N’
13.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 688 N’
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 688 N’
11.05.1992 Repair ‘TRAIN PIPE (END)’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 688 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQCX 688 N’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 688 N’
04.06.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
22.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 690

Details: wagon ‘RQCY 690 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 690 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.09.1994 Repair ‘VEHICLE STENCILS’.
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 690 S’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 690 S’
14.07.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 691

Details: wagon ‘RQCY 691 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.04.1990 Repair ‘TOP CENTRE PLATE’.
20.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 691 E’
18.05.1990 Repair ‘SIDE STEP’.
18.05.1990 Repair ‘WHEEL SET’.
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18.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 691 E’
19.03.1994 Repair ‘HANDRAILS END’.
19.03.1994 Repair ‘STEP’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 691 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 691 E’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE RECLASSIFY’.
11.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 691 E’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 696

Details: wagon ‘RQCY 696 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Repair ‘BRAKE LEVER’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 696 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 696 D’

23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 696 D’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 696 D’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 696 D’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 696 D’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE RECLASSIFY’.
09.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 696 D’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 698

Details: wagon ‘RQCY 698 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRANCH PIPE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 698 V’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 698 V’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

20.01.1995 Repair ‘VEHICLE RECLASSIFY’.
20.01.1995 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 698 V’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1995 Repair ‘BOGIE BEARERS’.
11.03.1995 Repair ‘BOGIE COMPLETE’.
11.03.1995 Repair ‘VEHICLE RECLASSIFY’.
11.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 698 V’
14.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 701

Details: wagon ‘RQCY 701 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 701 X’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 701 X’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQCX 701 X’

13.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 703

Details: wagon ‘RQCY 703 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX 703 H
BSG Code: VXQZ

Capacity of 61 tonnes

05.01.1995 Repair ‘VEHICLE RECLASSIFY’.
05.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 703 D’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 703 D’
01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 703 D’
01.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 715

Details: wagon ‘RQCY 715 K’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘COUPLER COMPLETE’.
06.08.1990 Repair ‘STEP’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘WHEEL SET’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 715 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 715 G’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 715 G’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 715 G’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 715 G’
01.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 722

Details: wagon ‘RQCY 722 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BRAKE LEVER’.
25.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RQCX 722 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 722 K’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 722 K’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 722 K’
03.06.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 724

Details: wagon ‘RQCY 724 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCX 724 F’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 724 F’
17.06.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 731

Details: wagon ‘RQCY 731 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

14.11.1990 Repair ‘HANDRAILS END’.
14.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 731 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCX 731 J’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘BOGIE BEARERS’.
24.02.1995 Repair ‘BOGIE COMPLETE’.
24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
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24.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQCX 731 J’

21.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 739

Details: wagon ‘RQCY 739 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.05.1990 Repair ‘STEP’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 739 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE RECLASSIFY’.
26.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 739 M’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.03.1995 Repair ‘BOGIE BEARERS’.
17.03.1995 Repair ‘BOGIE COMPLETE’.
17.03.1995 Repair ‘VEHICLE RECLASSIFY’.
17.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 739 M’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
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RQCY 741

01.08.1995 Reclassified from wagon ‘RQCY 741 V’ to ’ wagon ‘RQCX 741 R’.

RQCY 742

Details: wagon ‘RQCY 742 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 742 D’
20.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 748

Details: wagon ‘RQCY 748 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: VQCX748 / RQCX 748 L
BSG Code: VXQZ

Capacity of 61 tonnes

18.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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18.03.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQCX 748 L’

01.07.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 753

Details: wagon ‘RQCY 753 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

25.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 753 U’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘YOKE CARRIER’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 753 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 753 U’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 753 U’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 753 U’
28.02.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
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RQCY 754

Details: wagon ‘RQCY 754 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

14.10.1990 Repair ‘AXLEBOX’.
14.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 754 G’
12.11.1992 Repair ‘STEP’.
12.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 754 G’
14.12.1992 Repair ‘STEP’.
14.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 754 G’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 754 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 754 G’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 754 G’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 754 G’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.04.1995 Repair ‘BOGIE BEARERS’.
10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 754 G’
25.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 756

08.01.1997 Reclassified from wagon ‘RQCY 756 F’ to ’ wagon ‘VQCX 756 F’.
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RQCY 768

Details: wagon ‘RQCY 768 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.09.1989 Repair ‘COUPLER COMPLETE’.
02.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 768 E’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BEARINGS’.
29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Repair ‘BRANCH PIPE’.
29.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘END BRAKE COCK’.
29.09.1989 Repair ‘END HOSE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘TRAIN PIPE (END)’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 768 E’
02.11.1990 Repair ‘STEP’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 768 E’
29.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 768 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 768 E’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 768 E’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQCX 768 E’

13.12.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 769

Details: wagon ‘RQCY 769 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 769 N’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 769 N’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.02.1995 Repair ‘BOGIE BEARERS’.
17.02.1995 Repair ‘BOGIE COMPLETE’.
17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 769 N’
18.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQCY 784

Details: wagon ‘RQCY 784 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.02.1990 Repair ‘END HOSE’.
17.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 784 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 784 H’
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 784 H’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE RECLASSIFY’.
10.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 784 H’
27.08.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 785

Details: wagon ‘RQCY 785 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

16.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 785 Q’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BEARINGS’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 785 Q’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Repair ‘BOGIE COMPLETE’.
18.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.02.1993 Repair ‘BRAKE LEVER’.
18.02.1993 Repair ‘BRAKE PIN’.
18.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1993 Repair ‘COUPLER KNUCKLE’.
18.02.1993 Repair ‘EMPTY LOAD VALVE’.
18.02.1993 Repair ‘GRADE CONTROL VALVE’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 785 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 785 Q’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 785 Q’
26.08.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 787

Details: wagon ‘RQCY 787 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.03.1990 Repair ‘STEP’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 787 L’
02.01.1993 Repair ‘HANDRAILS END’.
02.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 787 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 787 L’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 787 L’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE RECLASSIFY’.
11.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 787 L’
02.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 792

Details: wagon ‘RQCY 792 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 792 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
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19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 792 U’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE RECLASSIFY’.
03.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 792 U’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 792 U’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 792 U’

RQCY 793

Details: wagon ‘RQCY 793 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 793 G’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 793 G’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 793 G’
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26.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 799

Details: wagon ‘RQCY 799 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 799 Y’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 799 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 799 Y’
29.08.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 806

Details: wagon ‘RQCY 806 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

07.11.1991 Repair ‘STEP’.
07.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 806 Y’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘TRAIN PIPE (END)’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 806 Y’
19.12.1993 Repair ‘SIDE STEP’.
19.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 806 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 806 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘BOGIE BEARERS’.
24.02.1995 Repair ‘BOGIE COMPLETE’.
24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 806 Y’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 807

Details: wagon ‘RQCY 807 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 807 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE RECLASSIFY’.
28.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 807 A’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

07.04.1995 Repair ‘BOGIE BEARERS’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 807 A’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 810

Details: wagon ‘RQCY 810 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.02.1990 Repair ‘END BRAKE COCK’.
11.02.1990 Repair ‘END HOSE’.
11.02.1990 Repair ‘TRAIN PIPE (END)’.
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11.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 810 Y’

03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.01.1991 Repair ‘HANDRAILS END’.
03.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 810 Y’
03.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 810 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 810 Y’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 810 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 810 Y’
14.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 811

Details: wagon ‘RQCY 811 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRANCH PIPE’.
05.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.03.1991 Repair ‘ISOLATING COCK’.
05.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Repair ‘WHEEL SET’.
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05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 811 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 811 A’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

26.02.1997 Repair ‘BOGIE BEARERS’.
26.02.1997 Repair ‘BOGIE COMPLETE’.
26.02.1997 Repair ‘VEHICLE RECLASSIFY’.
26.02.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQCX 811 A’

RQCY 813

Details: wagon ‘RQCY 813 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.02.1990 Repair ‘END BRAKE COCK’.
21.02.1990 Repair ‘STEP’.
21.02.1990 Repair ‘TRAIN PIPE (END)’.
21.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 813 S’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 813 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 813 S’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
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03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 813 S’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 814

30.07.1996 Reclassified from wagon ‘RQCY 814 X’ to ’ wagon ‘VQCX 814 X’.

RQCY 819

20.11.1996 Reclassified from wagon ‘RQCY 819 H’ to ’ wagon ‘VQCX 819 H’.

RQCY 840

Details: wagon ‘RQCY 840 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: VQCX 840 T
BSG Code: VXQZ

Capacity of 61 tonnes

14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 840 P’
16.03.1995 Repair ‘BOGIE BEARERS’.
16.03.1995 Repair ‘BOGIE COMPLETE’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 840 P’
22.03.1995 Repair ‘BOGIE BEARERS’.
22.03.1995 Repair ‘BOGIE COMPLETE’.
22.03.1995 Repair ‘VEHICLE RECLASSIFY’.
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22.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQCX 840 P’

15.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 847

Details: wagon ‘RQCY 847 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

04.08.1989 Repair ‘END HOSE’.
04.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 847 J’
10.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 847 J’
23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 847 J’
20.07.1990 Repair ‘END HOSE’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 847 J’
03.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 847 J’
01.07.1992 Repair ‘STRIKING CASTING’.
01.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 847 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 847 J’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 847 J’
03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 847 J’
28.07.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 863

Details: wagon ‘RQCY 863 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

31.05.1991 Repair ‘END HOSE’.
31.05.1991 Repair ‘HANDRAILS END’.
31.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 863 M’
31.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 863 M’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘COUPLER COMPLETE’.
12.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1991 Repair ‘STEP’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 863 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQCX 863 M’

14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 863 M’
03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 863 M’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 864

Details: wagon ‘RQCY 864 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

15.08.1990 Repair ‘HANDRAILS END’.
15.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 864 V’
26.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 864 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 864 V’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
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27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 864 V’

RQCY 865

Details: wagon ‘RQCY 865 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.10.1991 Repair ‘STEP’.
05.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 865 H’
17.06.1992 Repair ‘SIDE STEP’.
17.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 865 H’
29.06.1993 Repair ‘BRAKE BLOCK RB95’.
29.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 865 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 865 H’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 865 H’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 865 H’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

07.04.1995 Repair ‘BOGIE BEARERS’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 865 H’
23.05.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
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06.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 875

01.02.1997 Reclassified from wagon ‘RQCY 875 T’ to ’ wagon ‘VQCX 875 T’.

RQCY 884

Details: wagon ‘RQCY 884 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.12.1989 Repair ‘END BRAKE COCK’.
16.12.1989 Repair ‘END HOSE’.
16.12.1989 Repair ‘HANDRAILS END’.
16.12.1989 Repair ‘TRAIN PIPE (END)’.
16.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 884 Y’
21.02.1990 Repair ‘END BRAKE COCK’.
21.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 884 Y’
13.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 884 Y’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘WHEEL SET’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 884 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 884 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
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27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 884 Y’
29.09.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 888

Details: wagon ‘RQCY 888 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

12.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 888 E’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 888 E’
28.05.1990 Repair ‘HANDRAILS END’.
28.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 888 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 888 E’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 888 E’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 888 E’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 888 E’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE RECLASSIFY’.
11.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 888 E’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 888 E’
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 906

Details: wagon ‘RQCY 906 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRANCH PIPE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1990 Repair ‘END BRAKE COCK’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TRAIN PIPE (END)’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 906 V’
16.08.1990 Repair ‘HANDRAILS END’.
16.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 906 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 906 V’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 906 V’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘VEHICLE COMPLETE’.
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08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 906 V’
22.02.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 912

Details: wagon ‘RQCY 912 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 912 Q’
07.02.1990 Repair ‘END HOSE’.
07.02.1990 Repair ‘HANDRAILS END’.
07.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 912 Q’
07.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 912 Q’
05.10.1990 Repair ‘STEP’.
05.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 912 Q’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘AXLEBOX’.
22.11.1990 Repair ‘COUPLER KNUCKLE’.
22.11.1990 Repair ‘EMPTY LOAD VALVE’.
22.11.1990 Repair ‘GRADE CONTROL VALVE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 912 Q’
21.03.1993 Repair ‘HANDRAILS END’.
21.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 912 Q’
12.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 912 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 912 Q’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE RECLASSIFY’.
09.03.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 912 Q’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 921

23.09.1996 Reclassified from wagon ‘RQCY 921 T’ to ’ wagon ‘VQCX 921 T’.

RQCY 923

Details: wagon ‘RQCY 923 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

06.12.1989 Repair ‘STEP’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 923 K’
19.12.1990 Repair ‘END HOSE’.
19.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 923 K’
29.06.1991 Repair ‘STEP’.
29.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 923 K’
09.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 923 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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06.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon
‘RQCX 923 K’

14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 923 K’
29.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 955

Details: wagon ‘RQCY 955 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BEARERS’.
06.08.1991 Repair ‘BOGIE BEARERS’.
06.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 955 G’
06.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 955 G’
21.10.1991 Repair ‘STEP’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 955 G’
02.07.1993 Repair ‘AXLEBOX’.
02.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 955 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 955 G’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
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08.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 955 G’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.02.1995 Repair ‘BOGIE BEARERS’.
21.02.1995 Repair ‘BOGIE COMPLETE’.
21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
21.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 955 G’
01.03.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 956

Details: wagon ‘RQCY 956 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 956 P’
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQCX 956 P’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 956 P’
18.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
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07.07.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 957

Details: wagon ‘RQCY 957 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

05.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 957 B’
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 957 B’
12.11.1992 Repair ‘STEP’.
12.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 957 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 957 B’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 957 B’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 957 B’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘BOGIE BEARERS’.
24.02.1995 Repair ‘BOGIE COMPLETE’.
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24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 957 B’
24.11.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 968

Details: wagon ‘RQCY 968 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 968 S’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE RECLASSIFY’.
11.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 968 S’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 987

Details: wagon ‘RQCY 987 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

15.12.1989 Repair ‘STEP’.
15.12.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 987 C’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 987 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 987 C’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 987 C’
28.11.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 988

Details: wagon ‘RQCY 988 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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05.11.1993 Repair ‘HANDRAILS END’.
05.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 988 L’
06.02.1994 Repair ‘HANDRAILS END’.
06.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 988 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 988 L’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 988 L’
21.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 989

Details: wagon ‘RQCY 989 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘NYLON HOSE’.
20.02.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 989 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 989 U’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 989 U’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 989 U’
01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 989 U’
30.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 990

Details: wagon ‘RQCY 990 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘HANDRAILS END’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘STEP’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 990 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 990 Q’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 990 Q’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 990 Q’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 991

Details: wagon ‘RQCY 991 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 991 C’
20.11.1992 Repair ‘END BRAKE COCK’.
20.11.1992 Repair ‘END HOSE’.
20.11.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 991 C’
19.03.1994 Repair ‘HANDRAILS END’.
19.03.1994 Repair ‘STEP’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 991 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 991 C’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 991 C’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 991 C’
25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 991 C’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 992

Details: wagon ‘RQCY 992 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

14.03.1991 Repair ‘HANDRAILS END’.
14.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 992 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 992 L’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 992 L’
19.06.1995 Repair ‘VEHICLE COMPLETE’.
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14.08.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 993

Details: wagon ‘RQCY 993 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE SPRING’.
30.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 993 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 993 U’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 993 U’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 996

Details: wagon ‘RQCY 996 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 996 B’
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘EMPTY LOAD VALVE’.
27.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 996 B’
18.06.1991 Repair ‘HANDRAILS END’.
18.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 996 B’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 996 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 996 B’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 996 B’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 996 B’
14.07.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
14.01.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 999

Details: wagon ‘RQCY 999 J’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.07.1991 Repair ‘STEP’.
03.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 999 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
10.01.1995 Repair ‘VEHICLE RECLASSIFY’.
10.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 999 F’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 999 F’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 999 F’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 999 F’
27.07.1995 Repair ‘VEHICLE COMPLETE’.

RQCY 1000

Details: wagon ‘RQCY 1000 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘VEHICLE STENCILS’.
19.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RQCX 1000 C’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1000 C’
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1000 C’
25.03.1993 Repair ‘STEP’.
25.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1000 C’
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1000 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 1000 C’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1000 C’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1995 Repair ‘BOGIE BEARERS’.
08.03.1995 Repair ‘BOGIE COMPLETE’.
08.03.1995 Repair ‘VEHICLE RECLASSIFY’.
08.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 1000 C’
16.10.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 1002

Details: wagon ‘RQCY 1002 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 1002 U’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.03.1995 Repair ‘BOGIE BEARERS’.
04.03.1995 Repair ‘BOGIE COMPLETE’.
04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 1002 U’

RQCY 1004

Details: wagon ‘RQCY 1004 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1004 P’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1004 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 1004 P’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE RECLASSIFY’.
09.03.1995 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCX 1004 P’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
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24.05.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 1005

Details: wagon ‘RQCY 1005 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 1005 B’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1005 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1005 B’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1005 B’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘BOGIE BEARERS’.
27.02.1995 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 1005 B’

RQCY 1006

Details: wagon ‘RQCY 1006 Y’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1006 K’
23.09.1992 Repair ‘TRAIN PIPE (END)’.
23.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1006 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1006 K’
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1006 K’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 1006 K’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1006 K’
03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 1006 K’
03.03.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 1007

Details: wagon ‘RQCY 1007 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.05.1992 Repair ‘STEP’.
02.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1007 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 1007 T’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 1007 T’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.04.1995 Repair ‘BOGIE BEARERS’.
11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 1007 T’
03.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.

RQCY 1009

Details: wagon ‘RQCY 1009 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQCX 1009 Y’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCX 1009 Y’
06.08.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.

2.702 Wagon classification starting with ‘RQD’

RQDF 55

01.06.1995 Repair ‘VEHICLE RECLASSIFY’.
01.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 55 L’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Reclassified from wagon ‘RQDF 55 M’ to ’ wagon ‘VQDW 55 P’.

RQDF 66

06.06.1995 Reclassified from wagon ‘RQDF 66 G’ to ’ wagon ‘RQDY 66 N’.

RQDF 60051

21.06.1995 Reclassified from wagon ‘RQDF 60051 G’ to ’ wagon ‘RQDY 60051 N’.

RQDF 60052

03.11.1994 Reclassified from wagon ‘RQDF 60052 P’ to ’ wagon ‘RQPW 60052 E’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60052 Y’

RQDF 60059

17.07.1995 Reclassified from wagon ‘RQDF 60059 J’ to ’ wagon ‘RQDY 60059 Q’.
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RQDF 60060

28.10.1994 Reclassified from wagon ‘RQDF 60060 F’ to ’ wagon ‘RQPW 60060 R’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60060 E’

RQDF 60061

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60061 N’
17.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Reclassified from wagon ‘RQDF 60061 Y’ to ’ wagon ‘RQDY 60061 V’.

RQDF 60062

12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60062 W’
26.05.1995 Reclassified from wagon ‘RQDF 60062 A’ to ’ wagon ‘RQPW 60062 M’.

RQDF 60063

21.06.1995 Reclassified from wagon ‘RQDF 60063 J’ to ’ wagon ‘RQDY 60063 Q’.

RQDF 60066

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60066 M’
03.11.1994 Reclassified from wagon ‘RQDF 60066 N’ to ’ wagon ‘RQPW 60066 C’.

RQDF 60073

21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60073 Q’
09.06.1995 Reclassified from wagon ‘RQDF 60073 R’ to ’ wagon ‘RQDY 60073 B’.

RQDF 60075

07.06.1995 Reclassified from wagon ‘RQDF 60075 M’ to ’ wagon ‘RQDY 60075 T’.

RQDF 60078

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60078 P’
21.02.1995 Reclassified from wagon ‘RQDF 60078 Q’ to ’ wagon ‘RQPW 60078 F’.

16533



2. TIMS GROUP INFORMATION - WAGONS

RQDF 60079

07.06.1995 Reclassified from wagon ‘RQDF 60079 C’ to ’ wagon ‘RQDY 60079 J’.

RQDW 1

28.07.1995 Reclassified from wagon ‘RQDW 1 E’ to ’ wagon ‘RQDY 1 M’.

RQDW 2

Details: wagon ‘RQDW 2 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQDW 2 R
Wagon Width: 2620mm
Wagon Height: 1022mm
BSG Code: VXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CM CN CJ
Return to Service Date: 11.01.1996
Cont Connector Type:] P
Cont Max Slots: 4

30.10.1992 Repair ‘VEHICLE RECLASSIFY’.
30.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCW 2 Y’
22.12.1992 Repair ‘SIDE STEP’.
22.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQCW 2 Y’
23.01.1993 Repair ‘SIDE MEMBER’.
23.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQCW 2 Y’
01.04.1993 Repair ‘SIDE MEMBER’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQCW 2 Y’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘COUPLER COMPLETE’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQCW 2 Y’
02.10.1993 Repair ‘END HOSE’.
02.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCW 2 Y’
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18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BRANCH PIPE’.
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘END HOSE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1994 Repair ‘SIDE MEMBER’.
18.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1994 Repair ‘VEHICLE STENCILS’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQCW 2 Y’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQCW 2 Y’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQCW 2 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQCW 2 Y’
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQCW 2 Y’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration complete ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’

RQDW‘(EX VQDW)WAGONS AT PRESENT ON STANDARD GAUGE
ONLY,FITTED WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE
‘RC293 / RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS
(RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQDW 3

12.09.1995 Reclassified from wagon ‘RQDW 3 W’ to ’ wagon ‘RQDY 3 H’.

RQDW 4

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 4 X’ to ’ wagon ‘VQDW 4 M’.

RQDW 5

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 5 R’ to ’ wagon ‘VQDW 5 V’.

RQDW 6

Details: wagon ‘RQDW 6 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 53 tonnes

06.07.1989 Repair ‘BOGIE COMPLETE’.
06.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
06.07.1989 Repair ‘BRAKE LEVER’.
06.07.1989 Repair ‘BRAKE PULL ROD’.
06.07.1989 Repair ‘BRANCH PIPE’.
06.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘END SILL’.
06.07.1989 Repair ‘FLOOR SUPPORT’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘SIDE SILL’.
06.07.1989 Repair ‘SIDE STEP’.
06.07.1989 Repair ‘STEP’.
06.07.1989 Repair ‘TRAIN PIPE’.
06.07.1989 Repair ‘TRANSOM’.
06.07.1989 Repair ‘YOKE COMPLETE’.
06.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘VQDW 6 H’
12.07.1989 Repair ‘BOGIE SPRING’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
16.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 6 H’
03.08.1989 Repair ‘WEAR PLATES & SADDLES’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
05.08.1989 Repair ‘BRAKE BLOCK OTHER’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
28.09.1989 Repair ‘BOGIE SPRING’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
28.11.1989 Repair ‘BRAKE BLOCK OTHER’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
08.02.1990 Repair ‘BOGIE SPRING’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
15.02.1990 Repair ‘BRAKE BLOCK OTHER’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
22.02.1990 Repair ‘WEAR PLATES & SADDLES’.
22.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
27.02.1990 Repair ‘BOGIE SIDEFRAME’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
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22.03.1990 Repair ‘BOGIE SPRING’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
28.04.1990 Repair ‘BRAKE BLOCK OTHER’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
28.08.1990 Repair ‘BRAKE LEVER’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
30.08.1990 Repair ‘BRAKE LEVER’.
30.08.1990 Repair ‘BRAKE PULL ROD’.
30.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
12.09.1990 Repair ‘BRAKE PULL ROD’.
12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
19.09.1990 Repair ‘BRAKE PIN’.
19.09.1990 Repair ‘BRAKE PULL ROD’.
19.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
27.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1990 Repair ‘BRAKE PIN’.
15.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
30.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1990 Repair ‘BRAKE LEVER’.
10.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
12.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.01.1991 Repair ‘COUPLER KNUCKLE’.
12.01.1991 Repair ‘HANDBRAKE HANDLE’.
12.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
17.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
27.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
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01.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE COMPLETE’.
12.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
12.08.1991 Repair ‘END HOSE’.
12.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQDW 6 H’
14.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
14.09.1991 Repair ‘BRAKE LEVER’.
14.09.1991 Repair ‘BRAKE PULL ROD’.
14.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
17.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1991 Repair ‘VEHICLE COMPLETE’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
11.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1991 Repair ‘BRAKE LEVER’.
11.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘WHEEL SET’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
27.11.1991 Repair ‘BRAKE LEVER’.
27.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
29.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
17.12.1991 Repair ‘BRAKE LEVER’.
17.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
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11.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 6 H’
20.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
01.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.05.1992 Repair ‘BRAKE LEVER’.
01.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘END BRAKE COCK’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
01.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1992 Repair ‘BRAKE LEVER’.
01.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
02.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
14.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
07.12.1992 Repair ‘WEAR PLATES & SADDLES’.
07.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
04.01.1993 Repair ‘WEAR PLATES & SADDLES’.
04.01.1993 Repair ‘WEAR PLATES & SADDLES’.
04.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 6 H’
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Repair ‘WEAR PLATES & SADDLES’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
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06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE CONTROL PIPE’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
11.07.1993 Repair ‘WEAR PLATES & SADDLES’.
11.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
18.08.1993 Repair ‘BOGIE BOLSTER’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
03.09.1993 Repair ‘WEAR PLATES & SADDLES’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 6 H’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 6 H’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
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VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 7

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

21.02.1996 Reclassified from wagon ‘RQDW 7 M’ to ’ wagon ‘VQDW 7 Q’.

RQDW 8

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 8 V’ to ’ wagon ‘VQDW 8 C’.

RQDW 9

Details: wagon ‘RQDW 9 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
27.07.1989 Repair ‘EMPTY LOAD VALVE’.
27.07.1989 Repair ‘END HOSE’.
27.07.1989 Repair ‘GRADE CONTROL VALVE’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘TRAIN PIPE (END)’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
12.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
16.08.1989 Repair ‘END BRAKE COCK’.
16.08.1989 Repair ‘END HOSE’.
16.08.1989 Repair ‘STEP’.
16.08.1989 Repair ‘TRAIN PIPE (END)’.
16.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
30.09.1989 Repair ‘BOGIE SPRING’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
29.11.1989 Repair ‘BOGIE SIDEFRAME’.
29.11.1989 Repair ‘END HOSE’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
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13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
13.12.1989 Repair ‘BRANCH PIPE’.
13.12.1989 Repair ‘FLOOR SHEETING’.
13.12.1989 Repair ‘GRADE CONTROL VALVE’.
13.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1989 Repair ‘TRAIN PIPE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
24.02.1990 Repair ‘BRAKE BLOCK OTHER’.
24.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
06.03.1990 Repair ‘BRAKE BLOCK OTHER’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
10.03.1990 Repair ‘BRAKE BLOCK OTHER’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 9 L’
13.03.1990 Repair ‘BRAKE BLOCK OTHER’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
15.03.1990 Repair ‘BRAKE BLOCK OTHER’.
15.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
15.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.08.1990 Repair ‘BRAKE LEVER’.
15.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
02.10.1990 Repair ‘WEAR PLATES & SADDLES’.
02.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
19.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
27.03.1991 Repair ‘HANDRAILS END’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
02.05.1991 Repair ‘END BRAKE COCK’.
02.05.1991 Repair ‘END HOSE’.
02.05.1991 Repair ‘TRAIN PIPE’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
04.05.1991 Repair ‘COUPLER KNUCKLE’.
04.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
20.08.1991 Repair ‘BRANCH PIPE’.
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20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
28.08.1991 Repair ‘HANDRAILS END’.
28.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1991 Repair ‘BRAKE BLOCK OTHER’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.01.1992 Repair ‘BRAKE LEVER’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘EMPTY LOAD VALVE’.
07.01.1992 Repair ‘GRADE CONTROL VALVE’.
07.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
31.01.1992 Repair ‘BRAKE BLOCK OTHER’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BRAKE BLOCK RB101’.
09.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1992 Repair ‘BRANCH PIPE’.
09.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1992 Repair ‘TRAIN PIPE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
01.05.1992 Repair ‘BRAKE BLOCK OTHER’.
01.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1992 Repair ‘BRANCH PIPE’.
27.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
02.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
07.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 9 L’
04.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
18.08.1993 Repair ‘BOGIE BOLSTER’.
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18.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
15.09.1993 Repair ‘STEP’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
02.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
01.12.1993 Repair ‘BRAKE LEVER’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
21.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 9 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘VQDW 9 L’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 10

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.
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27.11.1995 Reclassified from wagon ‘RQDW 10 D’ to ’ wagon ‘VQDW 10 H’.

RQDW 11

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 11 M’ to ’ wagon ‘VQDW 11 Q’.

RQDW 12

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 12 V’ to ’ wagon ‘VQDW 12 C’.

RQDW 13

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

12.02.1996 Reclassified from wagon ‘RQDW 13 H’ to ’ wagon ‘VQDW 13 L’.

RQDW 14

Details: wagon ‘RQDW 14 Q’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

01.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
06.07.1989 Repair ‘STEP’.
06.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
08.07.1989 Repair ‘BRAKE BLOCK OTHER’.
08.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
15.07.1989 Repair ‘BRAKE BLOCK OTHER’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
20.07.1989 Repair ‘HANDRAILS END’.
20.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
17.08.1989 Repair ‘BOGIE SIDEFRAME’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
13.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
19.09.1989 Repair ‘BRAKE BLOCK RB101’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
28.09.1989 Repair ‘BOGIE SPRING’.
28.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
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05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
17.10.1989 Repair ‘BRAKE PIN’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
21.10.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE LEVER’.
24.10.1989 Repair ‘BRAKE PIN’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
14.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1989 Repair ‘WHEEL SET’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
06.02.1990 Repair ‘END HOSE’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
15.02.1990 Repair ‘BRAKE BLOCK OTHER’.
15.02.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
15.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
27.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
01.03.1990 Repair ‘BOGIE SIDEFRAME’.
01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
06.03.1990 Repair ‘BOGIE SIDEFRAME’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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11.04.1990 Repair ‘BRAKE PULL ROD’.
11.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
21.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.04.1990 Repair ‘BOGIE COMPLETE’.
21.04.1990 Repair ‘BOGIE COMPLETE’.
21.04.1990 Repair ‘BRAKE LEVER’.
21.04.1990 Repair ‘BRAKE LEVER’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.04.1990 Repair ‘EMPTY LOAD VALVE’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
17.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BOLSTER’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
30.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
19.07.1990 Repair ‘BOGIE BRAKE SHOE’.
19.07.1990 Repair ‘BRAKE LEVER’.
19.07.1990 Repair ‘BRAKE PIN’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
22.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 14 U’
24.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE LEVER’.
29.08.1990 Repair ‘BRAKE PIN’.
29.08.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
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12.09.1990 Repair ‘BOGIE SPRING’.
12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
22.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
12.01.1991 Repair ‘HANDRAILS’.
12.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
13.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
22.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE LEVER’.
04.02.1991 Repair ‘BRAKE PIN’.
04.02.1991 Repair ‘BRAKE PULL ROD’.
04.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
09.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
12.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
21.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
23.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BRAKE LEVER’.
05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
10.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.

16551



2. TIMS GROUP INFORMATION - WAGONS

10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 14 U’

12.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
03.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.05.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
08.05.1991 Repair ‘BOGIE SPRING’.
08.05.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
10.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.05.1991 Repair ‘BRAKE LEVER’.
10.05.1991 Repair ‘BRAKE PULL ROD’.
10.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
15.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
27.07.1991 Repair ‘BOGIE SIDEFRAME’.
27.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘WHEEL SET’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
21.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
24.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
29.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
31.08.1991 Repair ‘BOGIE SPRING’.
31.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
03.09.1991 Repair ‘BRAKE LEVER’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
14.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘VQDW 14 U’
27.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1991 Repair ‘BRAKE PIN’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘END BRAKE COCK’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
10.12.1991 Repair ‘BOGIE COMPLETE’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
17.12.1991 Repair ‘BRAKE LEVER’.
17.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
01.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
27.04.1992 Repair ‘BRAKE LEVER’.
27.04.1992 Repair ‘BRAKE PULL ROD’.
27.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘BRAKE PULL ROD’.
29.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
05.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
09.05.1992 Repair ‘BRAKE LEVER’.
09.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
03.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1992 Repair ‘BRAKE LEVER’.
03.07.1992 Repair ‘BRAKE PULL ROD’.
03.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
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06.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
06.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
17.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
19.09.1992 Repair ‘BRAKE LEVER’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
23.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘BRAKE PULL ROD’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BEARINGS’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
23.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1992 Repair ‘BRAKE LEVER’.
23.12.1992 Repair ‘BRAKE PULL ROD’.
23.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
19.01.1993 Repair ‘BRAKE LEVER’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
26.01.1993 Repair ‘BRAKE LEVER’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
12.02.1993 Repair ‘BRAKE BLOCK RB95’.
12.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
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12.02.1993 Repair ‘BRAKE LEVER’.
12.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
17.02.1993 Repair ‘BRAKE LEVER’.
17.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
19.02.1993 Repair ‘BRAKE LEVER’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
26.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
05.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
24.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1993 Repair ‘BRAKE LEVER’.
24.03.1993 Repair ‘BRAKE PULL ROD’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE LEVER’.
07.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
23.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
21.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 14 U’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 14 U’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 14 U’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 15

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 15 C’ to ’ wagon ‘VQDW 15 G’.

RQDW 16

Details: wagon ‘RQDW 16 L’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

05.07.1989 Repair ‘VEHICLE COMPLETE’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
01.08.1989 Repair ‘BRAKE PIN’.
01.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 16 P’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘HANDRAILS’.
01.11.1989 Repair ‘SIDE SILL’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
17.03.1990 Repair ‘BRAKE BLOCK OTHER’.
17.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE BLOCK OTHER’.
02.07.1990 Repair ‘BRANCH PIPE’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Repair ‘WHEEL SET’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
29.08.1990 Repair ‘BRAKE BLOCK OTHER’.
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29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 16 P’

17.10.1990 Repair ‘HANDRAILS END’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘BRANCH PIPE’.
26.01.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
08.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
26.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 16 P’
30.04.1991 Repair ‘BRAKE BLOCK OTHER’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
06.06.1991 Repair ‘BRAKE BLOCK RB101’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
10.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘COUPLER KNUCKLE’.
19.07.1991 Repair ‘HANDRAILS END’.
19.07.1991 Repair ‘STEP’.
19.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
03.08.1991 Repair ‘BRAKE BLOCK OTHER’.
03.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
15.08.1991 Repair ‘END HOSE’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
17.08.1991 Repair ‘END HOSE’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
17.09.1991 Repair ‘SIDE MEMBER’.
17.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 16 P’
24.09.1991 Repair ‘BOGIE SPRING’.
24.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
28.09.1991 Repair ‘TWIST LOCK’.
28.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘VQDW 16 P’
01.10.1991 Repair ‘STEP’.
01.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
22.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1991 Repair ‘BRAKE LEVER’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 16 P’
26.10.1991 Repair ‘BRAKE BLOCK RB101’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
06.03.1992 Repair ‘BOGIE SPRING’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
31.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
02.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
10.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
16.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1992 Repair ‘BRAKE PULL ROD’.
16.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
23.07.1992 Repair ‘END BRAKE COCK’.
23.07.1992 Repair ‘END HOSE’.
23.07.1992 Repair ‘TRAIN PIPE (END)’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
12.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 16 P’
22.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
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24.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
16.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
21.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
06.02.1993 Repair ‘BRAKE BLOCK OTHER’.
06.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
18.02.1993 Repair ‘BRAKE BLOCK OTHER’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.05.1993 Repair ‘EMPTY LOAD VALVE’.
28.05.1993 Repair ‘GRADE CONTROL VALVE’.
28.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1993 Repair ‘WHEEL SET’.
28.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
17.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
02.07.1993 Repair ‘HANDRAILS END’.
02.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK OTHER’.
12.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
19.08.1993 Repair ‘BOGIE BOLSTER’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1993 Repair ‘SIDE BEARER’.
15.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
02.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
22.12.1993 Repair ‘COUPLER COMPLETE’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 16 P’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘WHEEL SET’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 16 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 16 P’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 17

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
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(RS4923)’.
08.12.1995 Reclassified from wagon ‘RQDW 17 U’ to ’ wagon ‘VQDW 17 B’.

RQDW 18

Details: wagon ‘RQDW 18 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

19.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1989 Repair ‘BRAKE CONTROL PIPE’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BEARINGS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘WHEEL SET’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘VEHICLE COMPLETE’.
26.08.1989 Repair ‘WHEEL SET’.
26.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
29.12.1989 Repair ‘HOSE FITTINGS’.
29.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
20.02.1990 Repair ‘BRAKE PIN’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
17.03.1990 Repair ‘BRAKE LEVER’.
17.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
11.04.1990 Repair ‘END HOSE’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
01.05.1990 Repair ‘HANDRAILS END’.
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01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 18 K’

22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BRAKE LEVER’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
02.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 18 K’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
23.11.1990 Repair ‘BRAKE LEVER’.
23.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
23.01.1991 Repair ‘BRAKE LEVER’.
23.01.1991 Repair ‘BRAKE PULL ROD’.
23.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
28.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1991 Repair ‘BRANCH PIPE’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
19.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
07.06.1991 Repair ‘HANDRAILS END’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
01.08.1991 Repair ‘BRAKE BLOCK OTHER’.
01.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1991 Repair ‘BOGIE SIDEFRAME’.
13.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘WHEEL SET’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
05.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
08.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
20.01.1993 Repair ‘SIDE STEP’.
20.01.1993 Repair ‘STEP’.
20.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
28.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
02.03.1993 Repair ‘STEP’.
02.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
20.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
03.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
25.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
03.06.1993 Repair ‘BRAKE LEVER’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
23.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
12.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
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12.11.1993 Repair ‘BRAKE LEVER’.
12.11.1993 Repair ‘BRAKE PULL ROD’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
22.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1993 Repair ‘BRANCH PIPE’.
07.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 18 K’
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
17.01.1994 Repair ‘BRAKE LEVER’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 18 K’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 18 K’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
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23.03.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 19

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 19 P’ to ’ wagon ‘VQDW 19 T’.

RQDW 20

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

09.06.1995 Reclassified from wagon ‘RQDW 20 L’ to ’ wagon ‘RQDY 20 T’.
12.09.1995 Alteration complete ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’

RQDW‘(EX VQDW)WAGONS AT PRESENT ON STANDARD GAUGE
ONLY,FITTED WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE
‘RC293 / RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS
(RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 20 L’ to ’ wagon ‘VQDW 20 P’.

RQDW 21

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
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WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 21 U’ to ’ wagon ‘VQDW 21 B’.

RQDW 22

29.07.1989 Repair ‘BOGIE COMPLETE’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
25.08.1989 Repair ‘BRAKE BLOCK OTHER’.
25.08.1989 Repair ‘END HOSE’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
30.08.1989 Repair ‘BRAKE BLOCK OTHER’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
23.09.1989 Repair ‘BRAKE BLOCK RB101’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BRAKE BLOCK OTHER’.
26.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
28.09.1989 Repair ‘BOGIE SPRING’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BEARINGS’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘WHEEL SET’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 22 K’

28.12.1989 Repair ‘BRAKE BLOCK OTHER’.
28.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
13.01.1990 Repair ‘BOGIE SPRING’.
13.01.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
19.01.1990 Repair ‘BRAKE PIN’.
19.01.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
31.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
21.02.1990 Repair ‘BRAKE BLOCK OTHER’.
21.02.1990 Repair ‘BRAKE PIN’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
09.03.1990 Repair ‘BRAKE BLOCK OTHER’.
09.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
14.03.1990 Repair ‘BOGIE SPRING’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
04.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
10.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1990 Repair ‘BRAKE LEVER’.
10.11.1990 Repair ‘BRAKE PULL ROD’.
10.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1990 Repair ‘VEHICLE COMPLETE’.
10.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE FRICTION WEDGE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
12.03.1991 Repair ‘WEAR PLATES & SADDLES’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘VQDW 22 K’
26.03.1991 Repair ‘HANDRAILS’.
26.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
03.04.1991 Repair ‘BRAKE BLOCK OTHER’.
03.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
23.05.1991 Repair ‘BRAKE BLOCK OTHER’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
17.10.1991 Repair ‘END BRAKE COCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
13.11.1991 Repair ‘WHEEL SET’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
21.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
04.04.1992 Repair ‘BRAKE BLOCK OTHER’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
25.09.1992 Repair ‘HANDRAILS END’.
25.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
19.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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19.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 22 K’
22.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘END BRAKE COCK’.
22.07.1993 Repair ‘END HOSE’.
22.07.1993 Repair ‘TRAIN PIPE (END)’.
22.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 22 K’
07.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
19.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.08.1993 Repair ‘BRAKE PIN’.
19.08.1993 Repair ‘BRAKE PULL ROD’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
27.08.1993 Repair ‘HANDRAILS’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 22 K’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 22 K’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
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22.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

08.12.1995 Reclassified from wagon ‘RQDW 22 G’ to ’ wagon ‘VQDW 22 K’.

RQDW 23

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 23 P’ to ’ wagon ‘VQDW 23 T’.

RQDW 24

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

99.99.9999 Reclassified from wagon ‘RQDW 24 B’ to ’ wagon ‘VQDW 24 F’.
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RQDW 25

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

08.12.1995 Reclassified from wagon ‘RQDW 25 K’ to ’ wagon ‘VQDW 25 Y’.

RQDW 27

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

09.06.1995 Reclassified from wagon ‘RQDW 27 F’ to ’ wagon ‘RQDY 27 N’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 27 F’ to ’ wagon ‘VQDW 27 J’.

RQDW 28

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

11.12.1995 Reclassified from wagon ‘RQDW 28 Y’ to ’ wagon ‘VQDW 28 S’.

RQDW 29

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.
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12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 29 A’ to ’ wagon ‘VQDW 29 E’.

RQDW 37

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

19.12.1995 Reclassified from wagon ‘RQDW 37 N’ to ’ wagon ‘VQDW 37 R’.

RQDW 39

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 39 X’ to ’ wagon ‘VQDW 39 M’.

RQDW 42

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

09.06.1995 Reclassified from wagon ‘RQDW 42 W’ to ’ wagon ‘RQDY 42 H’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.
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27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 42 W’ to ’ wagon ‘VQDW 42 D’.

RQDW 52

Details: wagon ‘RQDW 52 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
20.07.1989 Repair ‘BOGIE SPRING’.
20.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 52 L’
25.07.1989 Repair ‘BRAKE BLOCK OTHER’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
05.09.1989 Repair ‘END HOSE’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
05.11.1989 Repair ‘BOGIE SPRING’.
05.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
26.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 52 L’

26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BOLSTER’.
26.01.1990 Repair ‘BOGIE COMPLETE’.
26.01.1990 Repair ‘BOGIE SIDEFRAME’.
26.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
01.05.1990 Repair ‘BRAKE LEVER’.
01.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 52 L’
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘EMPTY LOAD VALVE’.
16.05.1990 Repair ‘GRADE CONTROL VALVE’.
16.05.1990 Repair ‘VEHICLE STENCILS’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
17.06.1990 Repair ‘HANDRAILS END’.
17.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
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18.07.1990 Repair ‘WHEEL SET’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
26.07.1990 Repair ‘BOGIE SPRING’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK OTHER’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘EMPTY LOAD VALVE’.
17.08.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
17.08.1990 Repair ‘WEAR PLATES & SADDLES’.
17.08.1990 Repair ‘WHEEL SET’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
09.09.1990 Repair ‘TWIST LOCK’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
16.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
16.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
09.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 52 L’
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BRAKE BLOCK OTHER’.
07.01.1992 Repair ‘BRAKE LEVER’.
07.01.1992 Repair ‘BRAKE PIN’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘EMPTY LOAD VALVE’.
07.01.1992 Repair ‘GRADE CONTROL VALVE’.
07.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
03.06.1992 Repair ‘BOGIE BRAKE SHOE’.
03.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
29.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘AXLEBOX’.
25.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
08.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
16.02.1993 Repair ‘BRAKE LEVER’.
16.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
23.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
14.05.1993 Repair ‘BRAKE PIN’.
14.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
03.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE PULL ROD’.
13.07.1993 Repair ‘BRAKE SPRING’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘END BRAKE COCK’.
13.07.1993 Repair ‘END HOSE’.
13.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1993 Repair ‘TRAIN PIPE (END)’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 52 L’
18.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
25.09.1993 Repair ‘BRAKE BLOCK OTHER’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
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24.11.1993 Repair ‘BRAKE PIN’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 52 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
12.04.1994 Repair ‘VEHICLE RECLASSIFY’.
12.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VQDW 52 L’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 53

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

08.12.1995 Reclassified from wagon ‘RQDW 53 Q’ to ’ wagon ‘VQDW 53 U’.

RQDW 54

Details: wagon ‘RQDW 54 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BRAKE BLOCK OTHER’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1989 Repair ‘EMPTY LOAD VALVE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
29.10.1989 Repair ‘BRAKE BLOCK OTHER’.
29.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
10.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
21.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
28.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
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09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
16.03.1990 Repair ‘VEHICLE COMPLETE’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
21.03.1990 Repair ‘END BRAKE COCK’.
21.03.1990 Repair ‘END HOSE’.
21.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
05.05.1990 Repair ‘BRAKE LEVER’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
24.08.1990 Repair ‘YOKE CARRIER’.
24.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
04.12.1990 Repair ‘BRAKE LEVER’.
04.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
08.02.1991 Repair ‘WEAR PLATES & SADDLES’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘VEHICLE COMPLETE’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘WHEEL SET’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
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03.07.1991 Repair ‘YOKE CARRIER’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
05.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
19.02.1993 Repair ‘BRAKE LEVER’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
26.02.1993 Repair ‘BRAKE BLOCK OTHER’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
28.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
11.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 54 G’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BRANCH PIPE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 54 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 54 G’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
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13.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 55

16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 55 P’
19.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1989 Repair ‘BRAKE BLOCK OTHER’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
21.07.1989 Repair ‘BRAKE BLOCK RB101’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BRAKE BLOCK OTHER’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
18.08.1989 Repair ‘BOGIE SIDEFRAME’.
18.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 55 P’
30.08.1989 Repair ‘BRAKE BLOCK OTHER’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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30.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon
‘VQDW 55 P’

01.09.1989 Repair ‘BRAKE BLOCK OTHER’.
01.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 55 P’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 55 P’
22.09.1989 Repair ‘BRAKE BLOCK OTHER’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
29.09.1989 Repair ‘BRAKE BLOCK OTHER’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 55 P’
27.10.1989 Repair ‘BRAKE BLOCK OTHER’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
23.11.1989 Repair ‘BRAKE BLOCK OTHER’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE ADAPTER’.
18.06.1990 Repair ‘BRAKE BLOCK OTHER’.
18.06.1990 Repair ‘BRAKE LEVER’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
23.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1990 Repair ‘BRAKE PULL ROD’.
11.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.
11.08.1990 Repair ‘WHEEL SET’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
01.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
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23.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
07.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
08.02.1991 Repair ‘BOGIE BEARERS’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BOGIE SIDEFRAME’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
30.04.1991 Repair ‘BRAKE BLOCK OTHER’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
17.06.1991 Repair ‘HANDRAILS END’.
17.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE LEVER’.
11.10.1991 Repair ‘BRAKE PIN’.
11.10.1991 Repair ‘COUPLER COMPLETE’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
08.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
07.07.1992 Repair ‘BRAKE BLOCK OTHER’.
07.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRAKE CONTROL PIPE’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘END HOSE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
21.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1992 Repair ‘COUPLER KNUCKLE’.
21.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
18.02.1993 Repair ‘COUPLER KNUCKLE’.
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18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 55 P’

20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE BEARINGS’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
27.08.1993 Repair ‘HANDRAILS END’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘WHEEL SET’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 55 P’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 55 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 55 P’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Reclassified from wagon ‘RQDW 55 L’ to ’ wagon ‘RQDF 55 M’.

RQDW 56

Details: wagon ‘RQDW 56 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘END HOSE’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE SIDEFRAME’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
01.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
12.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1989 Repair ‘BRAKE LEVER’.
12.08.1989 Repair ‘BRAKE PULL ROD’.
12.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
25.08.1989 Repair ‘BRAKE BLOCK OTHER’.
25.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 56 B’
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
22.09.1989 Repair ‘BRAKE BLOCK OTHER’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
27.09.1989 Repair ‘BRAKE BLOCK OTHER’.
27.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
29.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
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06.10.1989 Repair ‘BRAKE BLOCK OTHER’.
06.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQDW 56 B’
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
29.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1989 Repair ‘BRAKE LEVER’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
31.01.1990 Repair ‘BOGIE BRAKE SHOE’.
31.01.1990 Repair ‘BRAKE BLOCK OTHER’.
31.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
18.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 56 B’
09.03.1990 Repair ‘BRAKE CONTROL PIPE’.
09.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1990 Repair ‘BRAKE CONTROL PIPE’.
23.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
21.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1990 Repair ‘HANDRAILS END’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
21.04.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
26.04.1990 Repair ‘BOGIE SPRING’.
26.04.1990 Repair ‘HANDRAILS END’.
26.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
13.06.1990 Repair ‘BRAKE BLOCK OTHER’.
13.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK OTHER’.
30.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1990 Repair ‘VEHICLE COMPLETE’.
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30.08.1990 Repair ‘VEHICLE COMPLETE’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
21.11.1990 Repair ‘HANDRAILS END’.
21.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1991 Repair ‘EMPTY LOAD VALVE’.
29.08.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1991 Repair ‘WHEEL SET’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
02.10.1991 Repair ‘BOGIE SIDEFRAME’.
02.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
05.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
19.12.1991 Repair ‘END HOSE’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
16.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
22.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
10.06.1992 Repair ‘BOGIE SPRING’.
10.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
13.07.1992 Repair ‘HANDRAILS END’.
13.07.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
23.07.1992 Repair ‘END BRAKE COCK’.
23.07.1992 Repair ‘END HOSE’.
23.07.1992 Repair ‘TRAIN PIPE (END)’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
12.08.1992 Repair ‘HANDRAILS END’.
12.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 56 B’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BOLSTER’.
28.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
18.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1993 Repair ‘BRAKE PULL ROD’.
18.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
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09.07.1993 Repair ‘TRAIN PIPE (END)’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 56 B’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘VEHICLE STENCILS’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 56 B’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 56 B’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 58

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
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RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 58 P’ to ’ wagon ‘VQDW 58 T’.

RQDW 61

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 61 G’ to ’ wagon ‘VQDW 61 K’.

RQDW 62

Details: wagon ‘RQDW 62 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

11.07.1989 Repair ‘END HOSE’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
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13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
25.07.1989 Repair ‘BRAKE BLOCK OTHER’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
02.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1989 Repair ‘BRAKE BLOCK OTHER’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
28.09.1989 Repair ‘BRAKE BLOCK OTHER’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 62 T’
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
04.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
03.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
22.05.1990 Repair ‘BRAKE BLOCK OTHER’.
22.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
21.08.1990 Repair ‘HANDRAILS END’.
21.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 62 T’
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE BLOCK OTHER’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.
28.09.1990 Repair ‘WHEEL SET’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
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26.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 62 T’
12.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
02.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1991 Repair ‘END BRAKE COCK’.
02.01.1991 Repair ‘END HOSE’.
02.01.1991 Repair ‘HANDRAILS END’.
02.01.1991 Repair ‘STEP’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1991 Repair ‘BRAKE LEVER’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BRAKE BLOCK OTHER’.
31.05.1991 Repair ‘BRAKE LEVER’.
31.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
19.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
06.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
17.12.1991 Repair ‘END HOSE’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
07.02.1992 Repair ‘WHEEL SET’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
13.02.1992 Repair ‘BOGIE COMPLETE’.
13.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 62 T’
26.02.1992 Repair ‘BOGIE BEARINGS’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
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26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
25.03.1992 Repair ‘WHEEL SET’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
28.05.1992 Repair ‘BRAKE LEVER’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
09.07.1992 Repair ‘HANDRAILS’.
09.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
24.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1992 Repair ‘BRAKE LEVER’.
28.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
14.08.1992 Repair ‘HANDRAILS END’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
18.10.1992 Repair ‘COUPLER COMPLETE’.
18.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 62 T’
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 62 T’
10.12.1993 Repair ‘TWIST LOCK’.
10.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
12.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 62 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 62 T’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
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04.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 63

Details: wagon ‘RQDW 63 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

16.05.1986 Alteration complete ‘REPLACE RETRACTABLE STEPS WITH FIXED STEPS
ON ‘VQDW’ WAGONS ON HIRE FROM V/LINE. NEW STEPS TO BE SAME AS
‘AQDW’. (RS4122)’.

04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 63 F’

18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
27.10.1989 Repair ‘BRAKE LEVER’.
27.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
26.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
03.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
08.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
10.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
15.02.1990 Repair ‘BRAKE BLOCK OTHER’.
15.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 63 F’
22.02.1990 Repair ‘BRAKE BLOCK OTHER’.
22.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
22.03.1990 Repair ‘BRAKE BLOCK RB101’.
22.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
11.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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24.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 63 F’
26.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 63 F’
04.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK OTHER’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘WHEEL SET’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 63 F’
08.08.1990 Repair ‘BRAKE BLOCK OTHER’.
08.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 63 F’
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
31.08.1990 Repair ‘BRAKE LEVER’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
20.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.02.1991 Repair ‘BRAKE LEVER’.
20.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 63 F’
04.05.1991 Repair ‘HANDRAILS END’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 63 F’
02.06.1991 Repair ‘HANDRAILS END’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 63 F’
14.06.1991 Repair ‘END HOSE’.
14.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘EMPTY LOAD VALVE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 63 F’
28.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 63 F’
06.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
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03.03.1992 Repair ‘BOGIE SPRING’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
28.03.1992 Repair ‘SIDE STEP’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 63 F’
07.05.1992 Repair ‘HANDRAILS END’.
07.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BOGIE SPRING’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 63 F’
15.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
23.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
02.06.1993 Repair ‘STEP’.
02.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
26.08.1993 Repair ‘END HOSE’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 63 F’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
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‘RQDW’ (NRC019)’. New class: ‘RQDW’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 63 F’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 63 F’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 65

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 65 T’ to ’ wagon ‘VQDW 65 A’.
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RQDW 67

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 67 Y’ to ’ wagon ‘VQDW 67 S’.

RQDW 70

Details: wagon ‘RQDW 70 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX AN HIRE WAGON,RET. V/LINE 10/05/1988
BSG Code: VXQQ

Capacity of 53 tonnes

06.03.1990 Repair ‘STRIKING CASTING’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BEARERS’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
30.03.1990 Repair ‘END BRAKE COCK’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
12.04.1990 Repair ‘BRAKE BLOCK OTHER’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
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18.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
20.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘BRAKE PIN’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
16.05.1990 Repair ‘BRAKE BLOCK RB95’.
16.05.1990 Repair ‘BRAKE LEVER’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
26.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
05.06.1990 Repair ‘END HOSE’.
05.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1990 Repair ‘BRAKE BLOCK OTHER’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘END FRAME MEMBER’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
12.06.1990 Repair ‘HANDRAILS END’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1990 Repair ‘WHEEL SET’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
12.10.1990 Repair ‘HANDRAILS END’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
17.10.1990 Repair ‘STEP’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
08.03.1991 Repair ‘BRAKE LEVER’.
08.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 70 J’
27.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
30.04.1991 Repair ‘STEP’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
07.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
14.09.1991 Repair ‘VEHICLE COMPLETE’.
14.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘WHEEL SET’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
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22.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1991 Repair ‘BRAKE LEVER’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 70 J’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘END FRAME MEMBER’.
15.11.1991 Repair ‘SIDE BEARER’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘EMPTY LOAD VALVE’.
04.04.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
13.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.05.1992 Repair ‘BRAKE LEVER’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
23.05.1992 Repair ‘BRAKE BLOCK OTHER’.
23.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
13.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 70 J’
18.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
02.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
02.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
05.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 70 J’
19.08.1992 Repair ‘BRAKE LEVER’.
19.08.1992 Repair ‘BRAKE PIN’.
19.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
21.08.1992 Repair ‘BRAKE LEVER’.
21.08.1992 Repair ‘BRAKE PULL ROD’.
21.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 70 J’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BEARINGS’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
15.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.05.1993 Repair ‘BRAKE LEVER’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
25.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
03.06.1993 Repair ‘BRAKE LEVER’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
05.06.1993 Repair ‘BRAKE LEVER’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 70 J’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQDW 70 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 70 J’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
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10.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 71

Details: wagon ‘RQDW 71 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX AN HIRE WAGON,RET. V/LINE 17/5/1988
BSG Code: VXQQ

Capacity of 53 tonnes

24.12.1989 Repair ‘END HOSE’.
24.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BEARERS’.
21.03.1990 Repair ‘SIDE STEP’.
21.03.1990 Repair ‘VEHICLE COMPLETE’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
10.04.1990 Repair ‘BRAKE BLOCK OTHER’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
02.05.1990 Repair ‘BOGIE SIDEFRAME’.
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02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 71 S’

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BOGIE FRICTION WEDGE’.
24.05.1990 Repair ‘BRAKE BLOCK OTHER’.
24.05.1990 Repair ‘BRAKE BLOCK OTHER’.
24.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.05.1990 Repair ‘BRAKE LEVER’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Repair ‘SLOPE SHEET’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
12.06.1990 Repair ‘VEHICLE STENCILS’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
12.08.1990 Repair ‘STEP’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
15.08.1990 Repair ‘BRAKE BLOCK OTHER’.
15.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
24.08.1990 Repair ‘SIDE STEP’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
16.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
09.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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09.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQDW 71 S’

23.03.1991 Repair ‘BOGIE SIDEFRAME’.
23.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
17.04.1991 Repair ‘BOGIE SIDEFRAME’.
17.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
17.05.1991 Repair ‘BOGIE SPRING’.
17.05.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
17.08.1991 Repair ‘YOKE CARRIER’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
02.10.1991 Repair ‘BOGIE SIDEFRAME’.
02.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE SPRING’.
04.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.12.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘WHEEL SET’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
05.03.1992 Repair ‘YOKE CARRIER’.
05.03.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
19.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
26.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
27.04.1992 Repair ‘YOKE CARRIER’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
23.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
28.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

16605



2. TIMS GROUP INFORMATION - WAGONS

‘VQDW 71 S’
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
13.08.1992 Repair ‘SIDE STEP’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
02.09.1992 Repair ‘STEP’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
04.09.1992 Repair ‘STEP’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
16.12.1992 Repair ‘HANDRAILS END’.
16.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
20.01.1993 Repair ‘SIDE STEP’.
20.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
18.02.1993 Repair ‘BOGIE SIDEFRAME’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
03.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
17.04.1993 Repair ‘STEP’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘END HOSE’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘STANCHION’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 71 S’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 71 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
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26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 71 S’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 72

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO
‘RQDW’ (NRC019)’. New class: ‘RQDW’.

12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX
VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.11.1995 Reclassified from wagon ‘RQDW 72 A’ to ’ wagon ‘VQDW 72 E’.

RQDW 73

Details: wagon ‘RQDW 73 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
15.07.1989 Repair ‘BRAKE BLOCK OTHER’.
15.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BRAKE BLOCK OTHER’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
17.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
26.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1989 Repair ‘BRAKE PIN’.
26.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
02.09.1989 Repair ‘BRAKE BLOCK OTHER’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
13.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
21.09.1989 Repair ‘BOGIE SPRING’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1989 Repair ‘HANDRAILS END’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
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05.10.1989 Repair ‘BRAKE BLOCK OTHER’.
05.10.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 73 N’
21.10.1989 Repair ‘BRAKE BLOCK OTHER’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
26.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE LEVER’.
01.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1989 Repair ‘COUPLER COMPLETE’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘WEAR PLATES & SADDLES’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
19.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1989 Repair ‘BOGIE SPRING’.
19.12.1989 Repair ‘BRAKE PIN’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BEARERS’.
20.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
01.04.1990 Repair ‘HANDRAILS END’.
01.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 73 N’
20.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BRAKE BLOCK OTHER’.
03.05.1990 Repair ‘BRAKE LEVER’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
04.07.1990 Repair ‘BOGIE SPRING’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK OTHER’.
18.07.1990 Repair ‘BRAKE LEVER’.
18.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BRAKE BLOCK OTHER’.
30.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘EMPTY LOAD VALVE’.
30.08.1990 Repair ‘GRADE CONTROL VALVE’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
13.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1990 Repair ‘VEHICLE COMPLETE’.
13.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
16.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 73 N’
12.12.1990 Repair ‘YOKE CARRIER’.
12.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.01.1991 Repair ‘BRAKE LEVER’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘WHEEL SET’.
22.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
15.02.1991 Repair ‘BOGIE SIDEFRAME’.
15.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
22.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 73 N’
01.03.1991 Repair ‘BRAKE LEVER’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
15.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 73 N’
20.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
02.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.04.1991 Repair ‘BRAKE LEVER’.
26.04.1991 Repair ‘BRAKE PULL ROD’.
26.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
09.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQDW 73 N’
02.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘COUPLER KNUCKLE’.
16.09.1991 Repair ‘EMPTY LOAD VALVE’.
16.09.1991 Repair ‘GRADE CONTROL VALVE’.
16.09.1991 Repair ‘SIDE BEARER’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
22.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1991 Repair ‘BRAKE LEVER’.
22.10.1991 Repair ‘BRAKE LEVER’.
22.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 73 N’
16.11.1991 Repair ‘BRAKE BLOCK RB101’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
29.02.1992 Repair ‘BOGIE COMPLETE’.
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29.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1992 Repair ‘WHEEL SET’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQDW 73 N’
23.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
14.10.1992 Repair ‘BRAKE BLOCK OTHER’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
25.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
13.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.02.1993 Repair ‘BRAKE LEVER’.
13.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
17.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘WHEEL SET’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
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04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
09.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1993 Repair ‘TRAIN PIPE (END)’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
23.11.1993 Repair ‘GRADE CONTROL VALVE’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
01.12.1993 Repair ‘BRAKE LEVER’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
03.12.1993 Repair ‘BRAKE LEVER’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE LEVER’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1993 Repair ‘COUPLER KNUCKLE’.
11.12.1993 Repair ‘EMPTY LOAD VALVE’.
11.12.1993 Repair ‘GRADE CONTROL VALVE’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQDW 73 N’
27.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQDW 73 N’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘VQDW 73 N’

28.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQDW 102

06.06.1995 Reclassified from wagon ‘RQDW 102 U’ to ’ wagon ‘RQDY 2 V’.

RQDW 104

31.01.1996 Reclassified from wagon ‘RQDW 104 P’ to ’ wagon ‘RQDY 4 Q’.

RQDW 106

21.06.1995 Reclassified from wagon ‘RQDW 106 K’ to ’ wagon ‘RQDY 6 L’.

RQDW 109

18.07.1995 Reclassified from wagon ‘RQDW 109 Y’ to ’ wagon ‘RQDY 9 P’.

RQDW 60054

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60054 J’
02.09.1994 Reclassified from wagon ‘RQDW 60054 J’ to ’ wagon ‘RQPW 60054 W’.

RQDW 60058

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60058 W’
12.01.1995 Reclassified from wagon ‘RQDW 60058 W’ to ’ wagon ‘RQPW 60058 M’.
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RQDW 60062

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60062 W’
12.01.1995 Reclassified from wagon ‘RQDW 60062 W’ to ’ wagon ‘RQDF 60062 A’.

RQDW 60063

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60063 X’

RQDW 60066

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60066 M’
24.10.1994 Reclassified from wagon ‘RQDW 60066 M’ to ’ wagon ‘RQDF 60066 N’.

RQDW 60070

01.02.1997 Reclassified from wagon ‘RQDW 60070 M’ to ’ wagon ‘RQPW 60070 C’.

RQDW 60073

10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60073 Q’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Reclassified from wagon ‘RQDW 60073 Q’ to ’ wagon ‘RQDF 60073 R’.

RQDW 60074

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60074 C’
26.09.1994 Reclassified from wagon ‘RQDW 60074 C’ to ’ wagon ‘RQPW 60074 P’.

RQDW 60076

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60076 U’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Reclassified from wagon ‘RQDW 60076 U’ to ’ wagon ‘RQPW 60076 K’.

RQDY 1

Details: wagon ‘RQDY 1 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 14.02.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FBQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

15.07.1989 Repair ‘BRAKE BLOCK OTHER’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘WHEEL SET’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
17.08.1989 Repair ‘BOGIE SPRING’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Repair ‘BOGIE SPRING’.
21.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
29.08.1989 Repair ‘BOGIE SPRING’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
31.08.1989 Repair ‘BRAKE BLOCK OTHER’.
31.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
28.09.1989 Repair ‘BRAKE BLOCK OTHER’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
26.10.1989 Repair ‘BOGIE FRICTION WEDGE’.
26.10.1989 Repair ‘BOGIE SPRING’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
31.10.1989 Repair ‘BOGIE SPRING’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
11.11.1989 Repair ‘BOGIE SPRING’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
18.11.1989 Repair ‘COUPLER KNUCKLE’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
29.11.1989 Repair ‘BRAKE PIN’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
01.12.1989 Repair ‘DRAFT GEAR POCKET’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
03.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1989 Repair ‘BRAKE LEVER’.
03.12.1989 Repair ‘BRAKE PIN’.
03.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 1 E’
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Repair ‘BOGIE SPRING’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
28.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
07.03.1990 Repair ‘BRAKE BLOCK OTHER’.
07.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
09.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
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23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE SIDEFRAME’.
23.03.1990 Repair ‘BRAKE BLOCK OTHER’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
13.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 1 E’
28.04.1990 Repair ‘TWIST LOCK’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
05.05.1990 Repair ‘END BRAKE COCK’.
05.05.1990 Repair ‘END HOSE’.
05.05.1990 Repair ‘TRAIN PIPE (END)’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
26.05.1990 Repair ‘BRAKE BLOCK OTHER’.
26.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
20.06.1990 Repair ‘BOGIE SPRING’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
04.07.1990 Repair ‘COUPLER KNUCKLE’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
11.07.1990 Repair ‘TWIST LOCK’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
01.08.1990 Repair ‘BOGIE SPRING’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
17.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1990 Repair ‘BRAKE LEVER’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE LEVER’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘END HOSE’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘STEP’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Repair ‘BOGIE SPRING’.
18.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
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18.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
20.09.1990 Repair ‘BOGIE SPRING’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE BLOCK OTHER’.
27.09.1990 Repair ‘BRAKE LEVER’.
27.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE FRICTION WEDGE’.
15.10.1990 Repair ‘BOGIE WEAR PLATES’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘EMPTY LOAD VALVE’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
15.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BOLSTER’.
29.01.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
21.02.1991 Repair ‘HANDRAILS’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
21.03.1991 Repair ‘BOGIE SPRING’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
17.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1991 Repair ‘BRAKE LEVER’.
30.04.1991 Repair ‘BRAKE PULL ROD’.
30.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1991 Repair ‘BRAKE PULL ROD’.
12.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE COMPLETE’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘EMPTY LOAD VALVE’.
17.07.1991 Repair ‘GRADE CONTROL VALVE’.
17.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
15.09.1991 Repair ‘WHEEL SET’.
15.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 1 E’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘WHEEL SET’.
17.09.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
19.10.1991 Repair ‘BRAKE BLOCK RB101’.
19.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
08.11.1991 Repair ‘BRAKE LEVER’.
08.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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08.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘WHEEL SET’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
12.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
14.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1992 Repair ‘BRAKE LEVER’.
26.02.1992 Repair ‘BRAKE PIN’.
26.02.1992 Repair ‘BRAKE PULL ROD’.
26.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
11.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BODY COMPLETE’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘END BRAKE COCK’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
02.06.1992 Repair ‘BOGIE SIDEFRAME’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘GRADE CONTROL VALVE’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
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30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘AIR RESERVOIRS’.
30.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.06.1992 Repair ‘END BRAKE COCK’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
04.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
18.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
06.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 1 E’
12.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Repair ‘WHEEL SET’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘GRADE CONTROL VALVE’.
18.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘WEAR PLATES & SADDLES’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
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12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘TWIST LOCK’.
12.01.1993 Repair ‘TWIST LOCK’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
09.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
09.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
11.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
16.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
25.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
11.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
15.05.1993 Repair ‘BRAKE LEVER’.
15.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
29.05.1993 Repair ‘BRAKE LEVER’.
29.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE SPRING’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
02.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 1 E’
11.08.1993 Repair ‘BOGIE SPRING’.
11.08.1993 Repair ‘BRAKE SPRING’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
20.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
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20.09.1993 Repair ‘COUPLER COMPLETE’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
04.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
28.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 1 E’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
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08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 1 E’
22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 1 E’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
28.07.1995 Repair ‘VEHICLE RECLASSIFY’.
28.07.1995 Repair ‘VEHICLE RENUMBERED’.
28.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 1 E’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 2

Details: wagon ‘RQDY 2 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 08.02.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW2
BSG Code: FBQQ

Capacity of 51 tonnes

Capacity of 51 tonnes
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28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

03.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
07.07.1989 Repair ‘BOGIE FRICTION WEDGE’.
07.07.1989 Repair ‘BOGIE SPRING’.
07.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
19.07.1989 Repair ‘BRAKE BLOCK OTHER’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
21.07.1989 Repair ‘BRAKE BLOCK RB101’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
01.08.1989 Repair ‘BRAKE BLOCK OTHER’.
01.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
06.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
17.09.1989 Repair ‘NYLON HOSE’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
26.09.1989 Repair ‘BRAKE LEVER’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
28.09.1989 Repair ‘BOGIE SPRING’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
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02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
10.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
15.11.1989 Repair ‘BOGIE SPRING’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
19.11.1989 Repair ‘BRAKE BLOCK OTHER’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQDW 102 U’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘TRAIN PIPE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘WEAR PLATES & SADDLES’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1990 Repair ‘HANDBRAKE HANDLE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘WEAR PLATES & SADDLES’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRAKE BLOCK OTHER’.
07.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
23.03.1990 Repair ‘BOGIE SPRING’.
23.03.1990 Repair ‘BRAKE BLOCK OTHER’.
23.03.1990 Repair ‘BRAKE LEVER’.
23.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘TWIST LOCK’.
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23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 102 U’

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1990 Repair ‘BRAKE PULL ROD’.
30.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.03.1990 Repair ‘WHEEL SET’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
04.07.1990 Repair ‘BOGIE SPRING’.
04.07.1990 Repair ‘COUPLER KNUCKLE’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
13.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
31.08.1990 Repair ‘BRAKE BLOCK RB101’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
12.10.1990 Repair ‘BOGIE SPRING’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
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17.10.1990 Repair ‘STEP’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
06.11.1990 Repair ‘BRAKE BLOCK OTHER’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
10.11.1990 Repair ‘BOGIE SPRING’.
10.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘WHEEL SET’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE SPRING’.
23.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE SPRING’.
04.02.1991 Repair ‘COUPLER KNUCKLE’.
04.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.02.1991 Repair ‘EMPTY LOAD VALVE’.
04.02.1991 Repair ‘FLOOR COMPLETE’.
04.02.1991 Repair ‘GRADE CONTROL VALVE’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
23.02.1991 Repair ‘BRAKE PIN’.
23.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
12.03.1991 Repair ‘TRAIN PIPE’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
14.03.1991 Repair ‘YOKE CARRIER’.
14.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
10.04.1991 Repair ‘BOGIE SPRING’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon
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‘RQDW 102 U’
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE BOLSTER’.
28.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
28.06.1991 Repair ‘COUPLER KNUCKLE’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BRAKE LEVER’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘EMPTY LOAD VALVE’.
17.07.1991 Repair ‘GRADE CONTROL VALVE’.
17.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
03.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.08.1991 Repair ‘BRAKE PULL ROD’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1991 Repair ‘TWIST LOCK’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘TWIST LOCK’.
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30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘WHEEL SET’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
08.11.1991 Repair ‘BOGIE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.11.1991 Repair ‘BRAKE LEVER’.
21.11.1991 Repair ‘BRAKE PULL ROD’.
21.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRAKE LEVER’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
30.01.1992 Repair ‘BRAKE PIN’.
30.01.1992 Repair ‘BRAKE PULL ROD’.
30.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
01.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
08.02.1992 Repair ‘BOGIE SIDEFRAME’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
12.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1992 Repair ‘BRAKE LEVER’.
17.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
24.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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24.03.1992 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 102 U’

28.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
28.03.1992 Repair ‘BRAKE LEVER’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
13.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
16.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
18.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘AIR RESERVOIRS’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
27.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BEARINGS’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
07.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
01.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE LEVER’.
11.12.1992 Repair ‘BRAKE LEVER’.
11.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Repair ‘WEAR PLATES & SADDLES’.
11.12.1992 Repair ‘WEAR PLATES & SADDLES’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
19.12.1992 Repair ‘BRAKE PIN’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
17.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE LEVER’.
20.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BRAKE LEVER’.
11.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
01.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
08.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 102 U’
21.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1993 Repair ‘BRAKE PIN’.
21.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
13.08.1993 Repair ‘BRAKE LEVER’.
13.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1993 Repair ‘BRAKE BLOCK OTHER’.
30.08.1993 Repair ‘BRAKE PULL ROD’.
30.08.1993 Repair ‘END HOSE’.
30.08.1993 Repair ‘HAND RELEASE (AIR)’.
30.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
30.09.1993 Repair ‘BRAKE LEVER’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1993 Repair ‘BRAKE LEVER’.
26.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Repair ‘TRAIN PIPE (END)’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
30.11.1993 Repair ‘BRAKE PIN’.
30.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
03.12.1993 Repair ‘TWIST LOCK’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
06.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1993 Repair ‘VEHICLE STENCILS’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 102 U’
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
04.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE RECLASSIFY’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 102 U’
18.03.1994 Alteration complete ‘RECLASS VARIOUS WAGONS TO NRC

CLASSIFICATION (NRC)’. New class: ‘RTMY’.
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
17.07.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQDW 102 U’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
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20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQDW 102 U’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
21.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 102 U’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 102 U’
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
06.06.1995 Repair ‘VEHICLE RENUMBERED’.
06.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 102 U’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
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26.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 3

Details: wagon ‘RQDY 3 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 21.03.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW / RQDW 3 W
BSG Code: FBQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
17.07.1989 Repair ‘BOGIE SPRING’.
17.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
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20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘VEHICLE STENCILS’.
20.07.1989 Repair ‘WHEEL SET’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
11.08.1989 Repair ‘END BRAKE COCK’.
11.08.1989 Repair ‘END HOSE’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
26.08.1989 Repair ‘BRAKE BLOCK RB101’.
26.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
31.08.1989 Repair ‘BRAKE PIN’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BRAKE BLOCK OTHER’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
28.09.1989 Repair ‘BRAKE BLOCK OTHER’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
30.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘TWIST LOCK’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘WHEEL SET’.
09.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
27.10.1989 Repair ‘BRAKE BLOCK OTHER’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
01.11.1989 Repair ‘BRAKE BLOCK OTHER’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 3 W’
03.11.1989 Repair ‘BOGIE SPRING’.
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
20.11.1989 Repair ‘BRAKE PIN’.
20.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
24.11.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK OTHER’.
24.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1989 Repair ‘BRAKE LEVER’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
29.11.1989 Repair ‘BOGIE SPRING’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
19.12.1989 Repair ‘BRAKE LEVER’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
17.01.1990 Repair ‘BRAKE LEVER’.
17.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
31.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1990 Repair ‘BOGIE SPRING’.
31.01.1990 Repair ‘BRAKE BLOCK OTHER’.
31.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
07.02.1990 Repair ‘BRAKE BLOCK RB101’.
07.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
16.02.1990 Repair ‘BOGIE SPRING’.
16.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
21.02.1990 Repair ‘BRAKE BLOCK OTHER’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
23.02.1990 Repair ‘BRAKE BLOCK OTHER’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 3 W’
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
14.03.1990 Repair ‘BOGIE SIDEFRAME’.
14.03.1990 Repair ‘BOGIE SPRING’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 3 W’
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
20.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1990 Repair ‘BRAKE PULL ROD’.
20.04.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.04.1990 Repair ‘BRAKE BLOCK OTHER’.
24.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
02.05.1990 Repair ‘BRAKE BLOCK OTHER’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1990 Repair ‘BRAKE BLOCK OTHER’.
24.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.05.1990 Repair ‘BRAKE LEVER’.
24.05.1990 Repair ‘BRAKE PULL ROD’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Repair ‘SLOPE SHEET’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
19.06.1990 Repair ‘BRAKE LEVER’.
19.06.1990 Repair ‘VEHICLE STENCILS’.
19.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
07.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1990 Repair ‘BRAKE PIN’.
07.07.1990 Repair ‘BRAKE PULL ROD’.
07.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
26.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
31.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
14.08.1990 Repair ‘BRAKE BLOCK OTHER’.
14.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.08.1990 Repair ‘BRAKE LEVER’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 3 W’

21.08.1990 Repair ‘YOKE CARRIER’.
21.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
25.08.1990 Repair ‘BRAKE BLOCK OTHER’.
25.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
19.09.1990 Repair ‘BRAKE BLOCK OTHER’.
19.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
16.10.1990 Repair ‘BRAKE LEVER’.
16.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
27.10.1990 Repair ‘BOGIE SPRING’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
01.12.1990 Repair ‘BRAKE PIN’.
01.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
20.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
20.03.1991 Repair ‘BRAKE BLOCK OTHER’.
20.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
22.03.1991 Repair ‘BOGIE SIDEFRAME’.
22.03.1991 Repair ‘BOGIE SPRING’.
22.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
02.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE BLOCK OTHER’.
08.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘EMPTY LOAD VALVE’.
08.04.1991 Repair ‘END HOSE’.
08.04.1991 Repair ‘GRADE CONTROL VALVE’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
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05.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
13.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE SPRING’.
09.07.1991 Repair ‘COUPLER COMPLETE’.
09.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE BOLSTER’.
08.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.08.1991 Repair ‘BOGIE WEAR PLATES’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1991 Repair ‘FLOOR SHEETING’.
17.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘WHEEL SET’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
12.10.1991 Repair ‘BRAKE BLOCK OTHER’.
12.10.1991 Repair ‘BRAKE BLOCK OTHER’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
06.11.1991 Repair ‘BRAKE LEVER’.
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
21.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 3 W’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘BOGIE SPRING’.
30.11.1991 Repair ‘BRAKE BLOCK OTHER’.
30.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
30.11.1991 Repair ‘BRAKE LEVER’.
30.11.1991 Repair ‘COUPLER COMPLETE’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1991 Repair ‘TWIST LOCK’.
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30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘WEAR PLATES & SADDLES’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
19.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1992 Repair ‘BRAKE BLOCK RB101’.
14.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘WHEEL SET’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BRAKE BLOCK OTHER’.
02.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘AIR RESERVOIRS’.
03.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.09.1992 Repair ‘BRAKE LEVER’.
03.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1992 Repair ‘VEHICLE COMPLETE’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
15.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
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09.10.1992 Repair ‘STEP’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.10.1992 Repair ‘STEP’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BEARINGS’.
02.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1992 Repair ‘COUPLER COMPLETE’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘FLOOR SHEETING’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
07.11.1992 Repair ‘BOGIE SPRING’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
24.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 3 W’
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
19.05.1993 Repair ‘BRAKE BLOCK OTHER’.

16644



2.702. Wagon classification starting with ‘RQD’

19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 3 W’

25.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BRAKE PULL ROD’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
29.07.1993 Repair ‘COUPLER KNUCKLE’.
29.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BRAKE BLOCK OTHER’.
27.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1993 Repair ‘WHEEL SET’.
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE SPRING’.
06.10.1993 Repair ‘BOGIE SPRING’.
06.10.1993 Repair ‘BRAKE BLOCK OTHER’.
06.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
06.10.1993 Repair ‘BRAKE LEVER’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘TRAIN PIPE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Repair ‘VEHICLE STENCILS’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
02.01.1994 Repair ‘BOGIE SIDEFRAME’.
02.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
30.04.1994 Repair ‘VEHICLE RECLASSIFY’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 3 W’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 3 W’
20.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 3 W’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
04.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.08.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 3 W’
12.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE RECLASSIFY’.
29.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 3 W’
12.09.1995 Repair ‘VEHICLE RECLASSIFY’.
12.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 3 W’
13.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQDY 4

Details: wagon ‘RQDY 4 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 01.05.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW4
BSG Code: FBQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

07.07.1989 Repair ‘BOGIE SPRING’.
07.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
14.07.1989 Repair ‘VEHICLE COMPLETE’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘BRAKE PULL ROD’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘EMPTY LOAD VALVE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘TWIST LOCK’.
18.07.1989 Repair ‘TWIST LOCK’.
18.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
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09.08.1989 Repair ‘BRAKE BLOCK OTHER’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
11.08.1989 Repair ‘BRAKE BLOCK OTHER’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
19.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1989 Repair ‘BRAKE LEVER’.
19.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
19.09.1989 Repair ‘BRAKE BLOCK RB101’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
23.09.1989 Repair ‘BRAKE BLOCK RB101’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
30.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1989 Repair ‘BRAKE BLOCK OTHER’.
30.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
30.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
07.10.1989 Repair ‘BRAKE BLOCK OTHER’.
07.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
12.11.1989 Repair ‘BRAKE BLOCK OTHER’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE SPRING’.
02.01.1990 Repair ‘BRAKE BLOCK OTHER’.
02.01.1990 Repair ‘BRAKE LEVER’.
02.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘FLOOR SHEETING’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
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23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
25.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
03.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE SIDEFRAME’.
20.02.1990 Repair ‘BRAKE BLOCK OTHER’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
06.03.1990 Repair ‘BOGIE SPRING’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
08.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
22.03.1990 Repair ‘BRAKE BLOCK RB101’.
22.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
20.04.1990 Repair ‘BOGIE SPRING’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
18.05.1990 Repair ‘TWIST LOCK’.
18.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
04.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
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06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK OTHER’.
06.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.08.1990 Repair ‘BRAKE LEVER’.
06.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1990 Repair ‘END HOSE’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
24.08.1990 Repair ‘BOGIE SPRING’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB101’.
07.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘CARD OR CLIP HOLDER’.
08.10.1990 Repair ‘END HOSE’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1990 Repair ‘WHEEL SET’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE SPRING’.
09.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘WEAR PLATES & SADDLES’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
24.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 104 P’
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
13.02.1991 Repair ‘BOGIE SPRING’.
13.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
15.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
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20.03.1991 Repair ‘YOKE CARRIER’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
04.05.1991 Repair ‘COUPLER KNUCKLE’.
04.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BRAKE PULL ROD’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.06.1991 Repair ‘WEAR PLATES & SADDLES’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
03.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1991 Repair ‘BRAKE BLOCK OTHER’.
03.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
15.08.1991 Repair ‘BRAKE BLOCK OTHER’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE WEAR PLATES’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘VEHICLE STENCILS’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE SPRING’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘END HOSE’.
23.10.1991 Repair ‘SIDE SILL’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
09.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 104 P’

14.11.1991 Repair ‘BOGIE SIDEFRAME’.
14.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
20.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 104 P’
18.12.1991 Repair ‘BRAKE LEVER’.
18.12.1991 Repair ‘BRAKE PIN’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘GRADE CONTROL VALVE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
19.03.1992 Repair ‘STEP’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘TWIST LOCK’.
07.04.1992 Repair ‘TWIST LOCK’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘TRAIN PIPE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
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ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
09.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘AIR RESERVOIRS’.
25.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1992 Repair ‘WHEEL SET’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
18.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1992 Repair ‘BRAKE LEVER’.
18.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
21.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
29.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BRAKE LEVER’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
04.09.1992 Repair ‘EMPTY LOAD VALVE’.
04.09.1992 Repair ‘END BRAKE COCK’.
04.09.1992 Repair ‘GRADE CONTROL VALVE’.
04.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
13.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘BRAKE PULL ROD’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1992 Repair ‘COUPLER COMPLETE’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Repair ‘COUPLER TRIGGER LEVER’.
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31.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
07.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
19.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
20.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
22.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.01.1993 Repair ‘BRAKE PULL ROD’.
22.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘COUPLER KNUCKLE’.
13.02.1993 Repair ‘EMPTY LOAD VALVE’.
13.02.1993 Repair ‘TWIST LOCK’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
06.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
31.05.1993 Repair ‘WHEEL SET’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
12.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1993 Repair ‘BRAKE PULL ROD’.
12.06.1993 Repair ‘EMPTY LOAD VALVE’.
12.06.1993 Repair ‘GRADE CONTROL VALVE’.
12.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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12.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1993 Repair ‘TWIST LOCK’.
12.06.1993 Repair ‘WHEEL SET’.
12.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘BRAKE PIN’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BRAKE PIN’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
26.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE BLOCK OTHER’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE LEVER’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE BLOCK OTHER’.
06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
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06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘EMPTY LOAD VALVE’.
20.10.1993 Repair ‘GRADE CONTROL VALVE’.
20.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
21.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
30.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Repair ‘VEHICLE RENUMBERED’.
21.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQDW 104 P’
21.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQDW 104 P’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
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06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 104 P’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
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15.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 104 P’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 104 P’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

31.01.1996 Repair ‘VEHICLE RECLASSIFY’.
31.01.1996 Repair ‘VEHICLE RENUMBERED’.
31.01.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 104 P’
31.01.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 104 P’
09.02.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 6

Details: wagon ‘RQDY 6 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 28.05.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQDW 106
BSG Code: FBQQ
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Capacity of 51 tonnes

Capacity of 51 tonnes

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

06.07.1989 Repair ‘BOGIE SPRING’.
06.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1989 Repair ‘BOGIE SPRING’.
08.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
10.07.1989 Alteration ‘TRANSFER (6) ‘AQDW’ CONTAINER FLAT WAGONS FROM

BROAD TO STANDARD GAUGE (EXISTING BOGIES TO BE CONVERTED).
ALTERATION TO BE MADE AFTER AQKY 2-PACK (B.G.) ARE MODIFIED. AQDW
6 TO BE SELECTED. (RS4432)’.

11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1989 Repair ‘BRAKE LEVER’.
22.07.1989 Repair ‘BRAKE PULL ROD’.
22.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
02.08.1989 Repair ‘BOGIE SPRING’.
02.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
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30.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
30.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
22.09.1989 Repair ‘BRAKE BLOCK OTHER’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
25.09.1989 Repair ‘BOGIE BOLSTER’.
25.09.1989 Repair ‘BOGIE FRICTION WEDGE’.
25.09.1989 Repair ‘END SILL’.
25.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
29.09.1989 Repair ‘BRAKE BLOCK OTHER’.
29.09.1989 Repair ‘BRAKE LEVER’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
04.10.1989 Repair ‘BRAKE BLOCK OTHER’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BEARINGS’.
19.10.1989 Repair ‘BRAKE BLOCK OTHER’.
19.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘END BRAKE COCK’.
19.10.1989 Repair ‘END HOSE’.
19.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1989 Repair ‘TRAIN PIPE (END)’.
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
21.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
31.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
31.10.1989 Repair ‘BRAKE LEVER’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 106 K’
14.11.1989 Repair ‘BOGIE SPRING’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
18.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
21.11.1989 Repair ‘BRAKE PIN’.
21.11.1989 Repair ‘BRAKE PULL ROD’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE SPRING’.
27.11.1989 Repair ‘COUPLER COMPLETE’.
27.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘WEAR PLATES & SADDLES’.
27.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
29.11.1989 Repair ‘BRAKE BLOCK OTHER’.
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE LEVER’.
01.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

16662



2.702. Wagon classification starting with ‘RQD’

19.01.1990 Repair ‘VEHICLE COMPLETE’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
31.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK OTHER’.
19.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.02.1990 Repair ‘BRAKE LEVER’.
19.02.1990 Repair ‘BRAKE PIN’.
19.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘EMPTY LOAD VALVE’.
19.02.1990 Repair ‘GRADE CONTROL VALVE’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
06.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
20.03.1990 Repair ‘BRAKE BLOCK OTHER’.
20.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
22.03.1990 Repair ‘BRAKE PIN’.
22.03.1990 Repair ‘TWIST LOCK’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.03.1990 Repair ‘BRAKE LEVER’.
29.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
29.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.04.1990 Repair ‘HANDBRAKE HANDLE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
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26.04.1990 Repair ‘BRAKE BLOCK OTHER’.
26.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
01.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1990 Repair ‘BRAKE BLOCK RB101’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
03.05.1990 Repair ‘BRAKE BLOCK OTHER’.
03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
10.05.1990 Repair ‘BRAKE BLOCK OTHER’.
10.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK OTHER’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘END BRAKE COCK’.
28.05.1990 Repair ‘TWIST LOCK’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
14.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.06.1990 Repair ‘BRAKE LEVER’.
14.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
21.06.1990 Repair ‘BRAKE PIN’.
21.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘WHEEL SET’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
05.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1990 Repair ‘BRAKE LEVER’.
05.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
22.07.1990 Repair ‘BRAKE LEVER’.
22.07.1990 Repair ‘BRAKE PIN’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
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12.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
16.08.1990 Repair ‘BRAKE BLOCK OTHER’.
16.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRANCH PIPE’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.08.1990 Repair ‘GRADE CONTROL VALVE’.
23.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1990 Repair ‘HANDBRAKE HANDLE’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘WHEEL SET’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1990 Repair ‘BRAKE BLOCK OTHER’.
01.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
12.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
12.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
17.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
14.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.11.1990 Repair ‘YOKE CARRIER’.
14.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
21.11.1990 Repair ‘BOGIE SPRING’.
21.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
19.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
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29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
19.02.1991 Repair ‘BRAKE BLOCK OTHER’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
19.03.1991 Repair ‘BOGIE SPRING’.
19.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
14.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
11.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1991 Repair ‘BOGIE SPRING’.
18.05.1991 Repair ‘BRAKE PULL ROD’.
18.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘EMPTY LOAD VALVE’.
18.05.1991 Repair ‘GRADE CONTROL VALVE’.
18.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1991 Repair ‘STANCHION’.
18.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
08.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Repair ‘TWIST LOCK’.
11.06.1991 Repair ‘TWIST LOCK’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
02.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
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02.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
04.07.1991 Repair ‘BOGIE SPRING’.
04.07.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
06.07.1991 Repair ‘BOGIE SIDEFRAME’.
06.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
16.07.1991 Repair ‘BOGIE SPRING’.
16.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1991 Repair ‘EMPTY LOAD VALVE’.
16.07.1991 Repair ‘GRADE CONTROL VALVE’.
16.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
04.09.1991 Repair ‘BRAKE LEVER’.
04.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
17.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
30.09.1991 Repair ‘BOGIE SPRING’.
30.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
02.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
04.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
10.10.1991 Repair ‘BOGIE BOLSTER’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 106 K’
12.11.1991 Repair ‘HANDRAILS END’.
12.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
11.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
05.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
14.02.1992 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
21.02.1992 Repair ‘STEP’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BOGIE SPRING’.
18.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
04.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.04.1992 Repair ‘COUPLER KNUCKLE’.
16.04.1992 Repair ‘TRAIN PIPE (END)’.
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
29.04.1992 Repair ‘TRAIN PIPE (END)’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
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ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.05.1992 Repair ‘STRIKING CASTING’.
11.05.1992 Repair ‘TRAIN PIPE (END)’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘AIR RESERVOIRS’.
16.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.07.1992 Repair ‘TWIST LOCK’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
08.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 106 K’
13.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
22.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1992 Repair ‘COUPLER KNUCKLE’.
22.08.1992 Repair ‘EMPTY LOAD VALVE’.
22.08.1992 Repair ‘GRADE CONTROL VALVE’.
22.08.1992 Repair ‘WHEEL SET’.
22.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘EMPTY LOAD VALVE’.
09.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BRAKE PULL ROD’.
30.10.1992 Repair ‘COUPLER COMPLETE’.
30.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.10.1992 Repair ‘END HOSE’.
30.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1992 Repair ‘VEHICLE COMPLETE’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
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15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE COMPLETE’.
15.12.1992 Repair ‘BOGIE WEAR PLATES’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
26.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
12.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
01.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘COUPLER COMPLETE’.
20.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.04.1993 Repair ‘COUPLER KNUCKLE’.
20.04.1993 Repair ‘EMPTY LOAD VALVE’.
20.04.1993 Repair ‘GRADE CONTROL VALVE’.
20.04.1993 Repair ‘TWIST LOCK’.
20.04.1993 Repair ‘TWIST LOCK’.
20.04.1993 Repair ‘TWIST LOCK’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BRAKE PULL ROD’.
13.05.1993 Repair ‘COUPLER COMPLETE’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
20.05.1993 Repair ‘WHEEL SET’.
20.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘SIDE SILL’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
25.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
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14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘COUPLER KNUCKLE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Repair ‘WHEEL SET’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
01.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
11.10.1993 Repair ‘END FRAME MEMBER’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘COUPLER COMPLETE’.
15.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Repair ‘EMPTY LOAD VALVE’.
15.10.1993 Repair ‘END SILL’.
15.10.1993 Repair ‘GRADE CONTROL VALVE’.
15.10.1993 Repair ‘SIDE SILL’.
15.10.1993 Repair ‘TWIST LOCK’.
15.10.1993 Repair ‘TWIST LOCK’.
15.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
17.11.1993 Repair ‘END BRAKE COCK’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Repair ‘VEHICLE RENUMBERED’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
12.05.1994 Repair ‘VEHICLE COMPLETE’.

16671



2. TIMS GROUP INFORMATION - WAGONS

12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 106 K’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 106 K’
22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 106 K’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
20.06.1995 Repair ‘VEHICLE RECLASSIFY’.
20.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 106 K’
21.06.1995 Repair ‘VEHICLE RECLASSIFY’.
21.06.1995 Repair ‘VEHICLE RENUMBERED’.
21.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 106 K’
20.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 9

Details: wagon ‘RQDY 9 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 13.06.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW9
BSG Code: FBQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 109 Y’

10.07.1989 Alteration ‘TRANSFER (6) ‘AQDW’ CONTAINER FLAT WAGONS FROM
BROAD TO STANDARD GAUGE (EXISTING BOGIES TO BE CONVERTED).
ALTERATION TO BE MADE AFTER AQKY 2-PACK (B.G.) ARE MODIFIED. AQDW
6 TO BE SELECTED. (RS4432)’.

15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
28.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
06.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1989 Repair ‘BRAKE BLOCK OTHER’.
06.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
10.08.1989 Repair ‘BOGIE SPRING’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
15.08.1989 Repair ‘BOGIE SPRING’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
01.09.1989 Repair ‘BRAKE BLOCK OTHER’.
01.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 109 Y’

06.09.1989 Repair ‘BOGIE SPRING’.
06.09.1989 Repair ‘BRAKE BLOCK RB101’.
06.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
20.09.1989 Repair ‘BOGIE SPRING’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
22.09.1989 Repair ‘BRAKE BLOCK OTHER’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Repair ‘EMPTY LOAD VALVE’.
27.09.1989 Repair ‘GRADE CONTROL VALVE’.
27.09.1989 Repair ‘TWIST LOCK’.
27.09.1989 Repair ‘TWIST LOCK’.
27.09.1989 Repair ‘TWIST LOCK’.
27.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
12.10.1989 Repair ‘BRAKE BLOCK OTHER’.
12.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK OTHER’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘END HOSE’.
27.10.1989 Repair ‘TRAIN PIPE (END)’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
19.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
01.12.1989 Repair ‘BOGIE SPRING’.
01.12.1989 Repair ‘DRAFT GEAR POCKET’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 109 Y’

19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
21.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
07.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
08.01.1990 Repair ‘BOGIE FRICTION WEDGE’.
08.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
10.01.1990 Repair ‘BRAKE BLOCK OTHER’.
10.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
12.01.1990 Repair ‘BOGIE SPRING’.
12.01.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
20.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 109 Y’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘COUPLER COMPLETE’.
05.02.1990 Repair ‘COUPLER KNUCKLE’.
05.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.02.1990 Repair ‘EMPTY LOAD VALVE’.
05.02.1990 Repair ‘GRADE CONTROL VALVE’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
10.02.1990 Repair ‘BOGIE SPRING’.
10.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
20.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.02.1990 Repair ‘END HOSE’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
27.02.1990 Repair ‘BRAKE BLOCK OTHER’.
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27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 109 Y’

06.03.1990 Repair ‘BRAKE BLOCK OTHER’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
15.03.1990 Repair ‘BRAKE BLOCK OTHER’.
15.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
22.03.1990 Repair ‘BOGIE SPRING’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
06.04.1990 Repair ‘COUPLER KNUCKLE’.
06.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
11.04.1990 Repair ‘COUPLER COMPLETE’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
04.05.1990 Repair ‘BRAKE BLOCK OTHER’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
12.05.1990 Repair ‘BRAKE LEVER’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.05.1990 Repair ‘VEHICLE COMPLETE’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
09.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
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20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1990 Repair ‘BOGIE SIDEFRAME’.
20.06.1990 Repair ‘BRAKE PULL ROD’.
20.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
14.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
16.08.1990 Repair ‘BRAKE BLOCK OTHER’.
16.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE SPRING’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘WEAR PLATES & SADDLES’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BOLSTER’.
07.09.1990 Repair ‘BOGIE FRICTION WEDGE’.
07.09.1990 Repair ‘COUPLER KNUCKLE’.
07.09.1990 Repair ‘GRADE CONTROL VALVE’.
07.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
31.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
31.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
07.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
14.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 109 Y’

20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BOLSTER’.
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Repair ‘BOGIE FRICTION WEDGE’.
23.11.1990 Repair ‘BOGIE SIDEFRAME’.
23.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.11.1990 Repair ‘BRAKE LEVER’.
23.11.1990 Repair ‘BRAKE SPRING’.
23.11.1990 Repair ‘COUPLER COMPLETE’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Repair ‘TWIST LOCK’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
15.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
20.12.1990 Repair ‘WHEEL SET’.
20.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BEARINGS’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘COUPLER KNUCKLE’.
26.01.1991 Repair ‘EMPTY LOAD VALVE’.
26.01.1991 Repair ‘GRADE CONTROL VALVE’.
26.01.1991 Repair ‘TWIST LOCK’.
26.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1991 Repair ‘WHEEL SET’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
01.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.03.1991 Repair ‘BRAKE LEVER’.
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27.03.1991 Repair ‘BRAKE PULL ROD’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Repair ‘GRADE CONTROL VALVE’.
27.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1991 Repair ‘BRAKE LEVER’.
30.04.1991 Repair ‘BRAKE PULL ROD’.
30.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
25.05.1991 Repair ‘BOGIE SPRING’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQDW 109 Y’
17.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
20.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1991 Repair ‘BRAKE LEVER’.
20.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘COUPLER COMPLETE’.
08.11.1991 Repair ‘END HOSE’.
08.11.1991 Repair ‘END SILL’.
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRAKE LEVER’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
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27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Repair ‘STEP’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
11.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
17.03.1992 Repair ‘HANDRAILS END’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
21.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘WHEEL SET’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BOLSTER’.
04.06.1992 Repair ‘BOGIE SIDEFRAME’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1992 Repair ‘TWIST LOCK’.
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16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
17.07.1992 Repair ‘BOGIE SPRING’.
17.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
23.07.1992 Repair ‘BRAKE BLOCK OTHER’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
05.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 109 Y’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
17.08.1992 Repair ‘BRAKE LEVER’.
17.08.1992 Repair ‘BRAKE PULL ROD’.
17.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘GRADE CONTROL VALVE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
26.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
01.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
14.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
07.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
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03.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
19.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.01.1993 Repair ‘BRAKE LEVER’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BEARINGS’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘WHEEL SET’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BRAKE LEVER’.
23.03.1993 Repair ‘BRAKE PIN’.
23.03.1993 Repair ‘BRAKE PULL ROD’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
01.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
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24.05.1993 Repair ‘TRAIN PIPE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
28.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER COMPLETE’.
26.07.1993 Repair ‘END HOSE’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘EMPTY LOAD VALVE’.
11.08.1993 Repair ‘GRADE CONTROL VALVE’.
11.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
31.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
29.09.1993 Repair ‘BRAKE LEVER’.
29.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
09.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
15.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
17.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RQDW 109 Y’
20.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘END HOSE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
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24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
01.12.1993 Repair ‘BRAKE LEVER’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
06.12.1993 Repair ‘VEHICLE STENCILS’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE COMPLETE’.
14.12.1993 Repair ‘BRAKE BLOCK OTHER’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BOLSTER’.
27.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
27.01.1994 Repair ‘BRAKE SPRING’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
29.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE RECLASSIFY’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
18.03.1994 Alteration complete ‘RECLASS VARIOUS WAGONS TO NRC

CLASSIFICATION (NRC)’. New class: ‘RTMY’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO

‘RQDW’ (NRC019)’. New class: ‘RQDW’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
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01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Repair ‘VEHICLE RENUMBERED’.
28.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQDW 109 Y’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
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15.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 109 Y’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 109 Y’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 109 Y’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
18.07.1995 Repair ‘VEHICLE RECLASSIFY’.
18.07.1995 Repair ‘VEHICLE RENUMBERED’.
18.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 109 Y’
25.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 20

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 20 L’

RQDY 27

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 27 F’

RQDY 42

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 42 W’

RQDY 66

Details: wagon ‘RQDY 66 N’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQDW 66 J
BSG Code: VXQQ

Capacity of 53 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 66 G’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQDF 66 G’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 66 G’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDF 66 G’
12.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDF 66 G’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 66 G’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 66 G’
02.12.1994 Repair ‘VEHICLE RECLASSIFY’.
02.12.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQDF 66 G’
02.12.1994 Alteration complete ‘RECLASSIFY ‘RQDW’ TO ‘RQDF’ (NRC066)’. New

class: ‘RQDF’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDF 66 G’
15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDF 66 G’
18.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 66 G’
06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
06.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 66 G’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQDY 60051

Details: wagon ‘RQDY 60051 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW3/NQMW60051F
BSG Code: NXQQ

Capacity of 51 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60051 G’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQDF 60051 G’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQDF 60051 G’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
20.06.1995 Repair ‘VEHICLE RECLASSIFY’.
20.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60051 G’
21.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE RECLASSIFY’.
21.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60051 G’
25.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 60059

Details: wagon ‘RQDY 60059 Q’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60059 X
BSG Code: NXQQ

Capacity of 51 tonnes

12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60059 J’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 60059 J’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
17.07.1995 Repair ‘VEHICLE RECLASSIFY’.
17.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60059 J’
19.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.

RQDY 60061

Details: wagon ‘RQDY 60061 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQDF 60061 Y
BSG Code: NXQQ

Capacity of 53 tonnes
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27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60061 Y’
03.08.1995 Repair ‘VEHICLE RECLASSIFY’.

RQDY 60063

Details: wagon ‘RQDY 60063 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQDW 60063 X
BSG Code: NXQQ

Capacity of 53 tonnes

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60063 J’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 60063 J’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDF 60063 J’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDF 60063 J’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
20.06.1995 Repair ‘VEHICLE RECLASSIFY’.
20.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60063 J’
21.06.1995 Repair ‘VEHICLE RECLASSIFY’.
21.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60063 J’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQDY 60073

Details: wagon ‘RQDY 60073 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW / RQDW 60073 Q / RQDF 60073 R
BSG Code: NXQZ

Capacity of 51 tonnes

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60073 R’
13.06.1995 Repair ‘VEHICLE RECLASSIFY’.

RQDY 60075

Details: wagon ‘RQDY 60075 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60075 L
BSG Code: NXQQ

Capacity of 53 tonnes

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60075 M’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
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07.06.1995 Repair ‘VEHICLE RECLASSIFY’.
07.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60075 M’
28.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

RQDY 60079

Details: wagon ‘RQDY 60079 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 75, NQMW,NQEX,NQMW 60079
BSG Code: NXQQ

Capacity of 51 tonnes

25.12.1994 Repair ‘VEHICLE RECLASSIFY’.
25.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60079 C’
06.06.1995 Alteration complete ‘FIT 70T BOGIES AND RECLASSIFY TO ‘RQDY‘.

(RS4911)’. New class: ‘RQDY’.
07.06.1995 Repair ‘VEHICLE RECLASSIFY’.
07.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDF 60079 C’
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.

2.703 Wagon classification starting with ‘RQE’

RQEY 1868

Details: wagon ‘RQEY 1868 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $20500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 26.01.1966
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: HS RZ RJ AD CM CN CJ
Return to Service Date: 29.01.1997
Due Triple Valve: 12.01.1995
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 26.07.1993
Last Lift: 18.06.1986
Cont Connector Type:] P
Cont Max Slots: 4

18.11.1988 Alteration complete ‘MODIFY 5 ‘ABEX’ WAGONS TO ‘TWO PACK’
ARTICULATED WAGONS. RECLASSIFY ‘AQEY‘. ABEX 1868 TO 1873. (RS4357)’.
New class: ‘AQEY’.

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘BRAKE CONTROL PIPE’.
04.07.1989 Repair ‘BRANCH PIPE’.
04.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.07.1989 Repair ‘COUPLER COMPLETE’.
04.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1989 Repair ‘END HOSE’.
04.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘SIDE BEARER’.
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04.07.1989 Repair ‘TOP CENTRE PLATE’.
04.07.1989 Repair ‘TRAIN PIPE’.
04.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1868 K’
07.07.1989 Repair ‘FLOOR SHEETING’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1868 K’
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Repair ‘VEHICLE RECLASSIFY’.
20.07.1989 Repair ‘VEHICLE STENCILS’.
20.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1868 K’
18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
19.09.1989 Repair ‘HANDBRAKE HANDLE’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE BEARERS’.
09.10.1989 Repair ‘SIDE BEARER’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘WHEEL SET’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQEY 1868 K’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BEARERS’.
06.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1990 Repair ‘BRAKE PULL ROD’.
06.02.1990 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE BEARERS’.
22.06.1990 Repair ‘BOGIE BOLSTER’.
22.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1990 Repair ‘BRAKE LEVER’.
22.06.1990 Repair ‘BRAKE PIN’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘SIDE BEARER’.
22.06.1990 Repair ‘SIDE BEARER’.
22.06.1990 Repair ‘SIDE STEP’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Repair ‘WHEEL SET’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

26.07.1990 Repair ‘COUPLER COMPLETE’.
26.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’

16696



2.703. Wagon classification starting with ‘RQE’

29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
13.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
21.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘EMPTY LOAD VALVE’.
26.11.1990 Repair ‘GRADE CONTROL VALVE’.
26.11.1990 Repair ‘VEHICLE STENCILS’.
26.11.1990 Repair ‘WHEEL SET’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
31.12.1990 Repair ‘BRAKE BLOCK RB95’.
31.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1991 Repair ‘BRAKE LEVER’.
15.01.1991 Repair ‘BRAKE PULL ROD’.
15.01.1991 Repair ‘BRAKE PULL ROD’.
15.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
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15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘HANDRAILS END’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

23.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
05.05.1991 Repair ‘BRAKE BLOCK RB95’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BOLSTER’.
24.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

17.11.1991 Repair ‘BRAKE BLOCK RB95’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘BRAKE LEVER’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘WHEEL SET’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
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CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1868 K’
14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘COUPLER KNUCKLE’.
14.03.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
14.03.1992 Repair ‘EMPTY LOAD VALVE’.
14.03.1992 Repair ‘END BRAKE COCK’.
14.03.1992 Repair ‘GRADE CONTROL VALVE’.
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Repair ‘WHEEL SET’.
14.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARERS’.
05.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1868 K’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
23.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
23.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BRAKE BLOCK RB95’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Repair ‘VEHICLE COMPLETE’.
24.02.1993 Repair ‘WHEEL SET’.
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24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
25.02.1993 Repair ‘CENTRE SILL’.
25.02.1993 Repair ‘TRANSOM’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘END BRAKE COCK’.
27.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘VEHICLE COMPLETE’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRANCH PIPE’.
21.06.1993 Repair ‘VEHICLE COMPLETE’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.08.1993 Repair ‘BRAKE BLOCK RB95’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1868 K’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘WHEEL SET’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
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18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1868 K’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

RQEY 1869

Details: wagon ‘RQEY 1869 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $20500
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB F-21
Date Built: 17.03.1966
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ
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Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 21.03.1996
Last Triple Valve: 22.08.1989
Last Brake Cylinder: 20.02.1992
Last Lift: 05.12.1979
Cont Connector Type:] P
Cont Max Slots: 4

18.11.1988 Alteration complete ‘MODIFY 5 ‘ABEX’ WAGONS TO ‘TWO PACK’
ARTICULATED WAGONS. RECLASSIFY ‘AQEY‘. ABEX 1868 TO 1873. (RS4357)’.
New class: ‘AQEY’.

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

02.08.1989 Repair ‘CENTRE SILL’.
02.08.1989 Repair ‘DOOR COMPLETE’.
02.08.1989 Repair ‘SIDE SILL’.
02.08.1989 Repair ‘VEHICLE RECLASSIFY’.
02.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1869 T’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘BRAKE CONTROL PIPE’.
17.08.1989 Repair ‘BRANCH PIPE’.
17.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.08.1989 Repair ‘END BRAKE COCK’.
17.08.1989 Repair ‘END HOSE’.
17.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Repair ‘SIDE BEARER’.
17.08.1989 Repair ‘TOP CENTRE PLATE’.
17.08.1989 Repair ‘TRAIN PIPE’.
17.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1869 T’
20.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
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23.10.1989 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1989 Repair ‘BRAKE LEVER’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
01.05.1990 Repair ‘END BRAKE COCK’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1869 T’
05.05.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
15.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BEARERS’.
06.11.1990 Repair ‘BOGIE BEARINGS’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘BOGIE SIDEFRAME’.
06.11.1990 Repair ‘BRANCH PIPE’.
06.11.1990 Repair ‘VEHICLE STENCILS’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
26.11.1990 Repair ‘BRAKE BLOCK RB95’.
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26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1869 T’

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1990 Repair ‘BRAKE LEVER’.
20.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
09.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1991 Repair ‘BRAKE PULL ROD’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
19.02.1991 Repair ‘WHEEL SET’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
20.03.1991 Repair ‘HANDRAILS END’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1991 Repair ‘BRAKE LEVER’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘TRAIN PIPE (END)’.
06.11.1991 Repair ‘WHEEL SET’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
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TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.02.1992 Repair ‘CENTRE SILL’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
11.04.1992 Repair ‘BRAKE LEVER’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘EMPTY LOAD VALVE’.
11.04.1992 Repair ‘GRADE CONTROL VALVE’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE BEARERS’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
01.05.1992 Repair ‘CENTRE SILL’.
01.05.1992 Repair ‘TRANSOM’.
01.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1869 T’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE LEVER’.
18.08.1992 Repair ‘TRAIN PIPE’.
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1869 T’
03.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1869 T’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘BRAKE PULL ROD’.
16.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘WHEEL SET’.
16.10.1992 Repair ‘WHEEL SET’.
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16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1992 Repair ‘BRAKE PULL ROD’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘WHEEL SET’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1869 T’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARERS’.
04.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1869 T’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.08.1993 Repair ‘BRAKE BLOCK RB95’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘HAND RELEASE (AIR)’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING
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5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1869 T’
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1869 T’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1869 T’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1870

Details: wagon ‘RQEY 1870 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $20500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-21
Date Built: 22.04.1966
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 27.08.1996
Due Triple Valve: 17.07.1990
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 06.04.1992
Last Lift: 22.10.1982
Cont Connector Type:] P
Cont Max Slots: 4

18.11.1988 Alteration complete ‘MODIFY 5 ‘ABEX’ WAGONS TO ‘TWO PACK’
ARTICULATED WAGONS. RECLASSIFY ‘AQEY‘. ABEX 1868 TO 1873. (RS4357)’.
New class: ‘AQEY’.

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE CONTROL PIPE’.
11.07.1989 Repair ‘BRANCH PIPE’.
11.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Repair ‘SIDE BEARER’.
11.07.1989 Repair ‘TOP CENTRE PLATE’.
11.07.1989 Repair ‘TRAIN PIPE’.
11.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1870 P’
20.07.1989 Repair ‘BOGIE COMPLETE’.
20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Repair ‘VEHICLE RECLASSIFY’.
20.07.1989 Repair ‘VEHICLE STENCILS’.
20.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1870 P’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
09.08.1989 Repair ‘EMPTY LOAD VALVE’.
09.08.1989 Repair ‘GRADE CONTROL VALVE’.
09.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
18.08.1989 Repair ‘VEHICLE STENCILS’.
18.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQEY 1870 P’
01.09.1989 Repair ‘HANDBRAKE HANDLE’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BEARERS’.
16.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
22.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1870 P’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.09.1990 Repair ‘BRAKE BLOCK RB95’.
21.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE BLOCK RB95’.
31.10.1990 Repair ‘EMPTY LOAD VALVE’.
31.10.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1990 Repair ‘WHEEL SET’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘STEP’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘WHEEL SET’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

26.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BOLSTER’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE PULL ROD’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
01.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
01.10.1991 Repair ‘WHEEL SET’.
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01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
10.01.1992 Repair ‘BRAKE BLOCK RB95’.
10.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘BRAKE LEVER’.
02.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.04.1992 Repair ‘SIDE BEARER’.
02.04.1992 Repair ‘SIDE STEP’.
02.04.1992 Repair ‘TRAIN PIPE (END)’.
02.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1870 P’
02.12.1992 Repair ‘VEHICLE COMPLETE’.
02.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1870 P’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1993 Repair ‘COUPLER KNUCKLE’.
07.04.1993 Repair ‘EMPTY LOAD VALVE’.
07.04.1993 Repair ‘GRADE CONTROL VALVE’.
07.04.1993 Repair ‘HANDBRAKE HANDLE’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
15.04.1993 Repair ‘CENTRE SILL’.
15.04.1993 Repair ‘TRANSOM’.
15.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1870 P’
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10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1870 P’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘EMPTY LOAD VALVE’.
20.05.1993 Repair ‘GRADE CONTROL VALVE’.
20.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1993 Repair ‘BRAKE PULL ROD’.
26.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘CENTRE SILL’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.
25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘HANDRAILS’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘STEP’.
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1870 P’
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1870 P’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
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12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1994 Repair ‘BOGIE SPRING’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1870 P’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1870 P’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1870 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1870 P’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1870 P’
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1870 P’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1871

Details: wagon ‘RQEY 1871 S’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $20500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 23.05.1966
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 08.11.1996
Last Triple Valve: 21.09.1989
Last Brake Cylinder: 06.09.1991
Last Lift: 19.09.1985
Cont Connector Type:] P
Cont Max Slots: 4

18.11.1988 Alteration complete ‘MODIFY 5 ‘ABEX’ WAGONS TO ‘TWO PACK’
ARTICULATED WAGONS. RECLASSIFY ‘AQEY‘. ABEX 1868 TO 1873. (RS4357)’.
New class: ‘AQEY’.

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘VEHICLE COMPLETE’.
30.08.1989 Repair ‘VEHICLE RECLASSIFY’.
30.08.1989 Repair ‘VEHICLE STENCILS’.
30.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1871 B’
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
07.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE CONTROL PIPE’.
07.09.1989 Repair ‘BRANCH PIPE’.
07.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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07.09.1989 Repair ‘COUPLER COMPLETE’.
07.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.09.1989 Repair ‘END BRAKE COCK’.
07.09.1989 Repair ‘END HOSE’.
07.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1989 Repair ‘SIDE BEARER’.
07.09.1989 Repair ‘TOP CENTRE PLATE’.
07.09.1989 Repair ‘TRAIN PIPE’.
07.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1871 B’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BRAKE PULL ROD’.
06.11.1989 Repair ‘BRAKE PULL ROD’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
06.11.1989 Repair ‘EMPTY LOAD VALVE’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
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23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BEARERS’.
23.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1990 Repair ‘BRAKE LEVER’.
23.05.1990 Repair ‘BRAKE PULL ROD’.
23.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Repair ‘VEHICLE STENCILS’.
23.05.1990 Repair ‘WHEEL SET’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1990 Repair ‘BRAKE LEVER’.
04.07.1990 Repair ‘BRAKE PULL ROD’.
04.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1990 Repair ‘BOGIE COMPLETE’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1990 Repair ‘VEHICLE COMPLETE’.
13.08.1990 Repair ‘VEHICLE STENCILS’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
25.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1990 Repair ‘BRAKE LEVER’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘EMPTY LOAD VALVE’.
31.08.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
16.09.1990 Repair ‘BRAKE BLOCK RB95’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BOGIE COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1871 B’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1991 Repair ‘BRAKE LEVER’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.
20.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1991 Repair ‘STEP’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘EMPTY LOAD VALVE’.
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06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘WHEEL SET’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘TWIST LOCK’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘STEP’.
09.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1871 B’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1992 Repair ‘BRAKE BLOCK RB95’.
02.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1992 Repair ‘CENTRE SILL’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
30.08.1992 Repair ‘TWIST LOCK’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
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09.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
09.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1871 B’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
21.10.1992 Repair ‘CENTRE SILL’.
21.10.1992 Repair ‘TRANSOM’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE COMPLETE’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘BRAKE PULL ROD’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘EMPTY LOAD VALVE’.
29.03.1993 Repair ‘GRADE CONTROL VALVE’.
29.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
03.06.1993 Repair ‘WHEEL SET’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘EMPTY LOAD VALVE’.
16.06.1993 Repair ‘GRADE CONTROL VALVE’.
16.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1993 Repair ‘SIDE STEP’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE SIDEFRAME’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
28.10.1993 Repair ‘BRAKE CYLINDER HOSE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1871 B’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1871 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE BEARERS’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘HANDBRAKE HANDLE’.
14.04.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.04.1994 Repair ‘SIDE BEARER’.
14.04.1994 Repair ‘TRAIN PIPE’.
14.04.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1871 B’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1871 B’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1872

Details: wagon ‘RQEY 1872 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $20500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 24.03.1967
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CJ AD
Return to Service Date: 26.09.1996
Last Triple Valve: 22.08.1989
Last Brake Cylinder: 11.12.1993
Last Lift: 26.01.1984
Cont Connector Type:] P
Cont Max Slots: 4

18.11.1988 Alteration complete ‘MODIFY 5 ‘ABEX’ WAGONS TO ‘TWO PACK’
ARTICULATED WAGONS. RECLASSIFY ‘AQEY‘. ABEX 1868 TO 1873. (RS4357)’.
New class: ‘AQEY’.

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘BRAKE CONTROL PIPE’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘END HOSE’.
10.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘SIDE BEARER’.
10.08.1989 Repair ‘TOP CENTRE PLATE’.
10.08.1989 Repair ‘TRAIN PIPE’.
10.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1872 K’
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘VEHICLE COMPLETE’.
28.08.1989 Repair ‘VEHICLE RECLASSIFY’.
28.08.1989 Repair ‘VEHICLE STENCILS’.
28.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1872 K’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘HANDBRAKE HANDLE’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
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18.09.1989 Repair ‘HANDRAILS’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1872 K’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON
ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘WHEEL SET’.
03.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1872 K’
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BRAKE BLOCK RB95’.
21.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
27.05.1990 Repair ‘HANDRAILS END’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1872 K’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BEARERS’.
21.06.1990 Repair ‘BOGIE BOLSTER’.
21.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
21.06.1990 Repair ‘BRAKE LEVER’.
21.06.1990 Repair ‘BRAKE PULL ROD’.
21.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1990 Repair ‘SIDE BEARER’.
21.06.1990 Repair ‘SIDE BEARER’.
21.06.1990 Repair ‘WHEEL SET’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

08.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
02.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
03.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQEY 1872 K’
07.10.1990 Repair ‘BRAKE BLOCK RB95’.
07.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
19.10.1990 Repair ‘BOGIE BEARINGS’.
19.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1991 Repair ‘BRANCH PIPE’.
09.01.1991 Repair ‘EMPTY LOAD VALVE’.
09.01.1991 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Repair ‘HANDRAILS END’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘VEHICLE RETARE’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
18.01.1991 Repair ‘BOGIE BEARINGS’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
27.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1872 K’
18.02.1991 Repair ‘HANDRAILS’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1872 K’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

12.07.1991 Repair ‘BRAKE BLOCK RB95’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
20.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BRANCH PIPE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Repair ‘EMPTY LOAD VALVE’.
04.11.1991 Repair ‘GRADE CONTROL VALVE’.
04.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘WHEEL SET’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1872 K’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘CENTRE SILL’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘TRAIN PIPE’.
14.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1872 K’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
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27.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Repair ‘WHEEL SET’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRAKE BLOCK RB95’.
10.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
11.05.1993 Repair ‘CENTRE SILL’.
11.05.1993 Repair ‘TRANSOM’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1872 K’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘CENTRE SILL’.
05.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘GRADE CONTROL VALVE’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘WHEEL SET’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
11.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1872 K’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’

16726



2.703. Wagon classification starting with ‘RQE’

10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1872 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1872 K’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1873

Details: wagon ‘RQEY 1873 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $20500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 24.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 07.07.1996
Due Triple Valve: 20.01.1989
Last Triple Valve: 19.09.1991
Last Brake Cylinder: 30.10.1993
Last Single Car Test: 19.09.1991
Last Lift: 01.06.1983
Cont Connector Type:] P
Cont Max Slots: 4

18.11.1988 Alteration complete ‘MODIFY 5 ‘ABEX’ WAGONS TO ‘TWO PACK’
ARTICULATED WAGONS. RECLASSIFY ‘AQEY‘. ABEX 1868 TO 1873. (RS4357)’.
New class: ‘AQEY’.

04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘VEHICLE RECLASSIFY’.
04.03.1991 Repair ‘VEHICLE RETARE’.
04.03.1991 Repair ‘VEHICLE STENCILS’.
04.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1873 T’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1873 T’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1873 T’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BRAKE LEVER’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1991 Repair ‘TRAIN PIPE (END)’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1873 T’
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1873 T’
28.10.1991 Repair ‘CARD OR CLIP HOLDER’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1873 T’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1991 Repair ‘BRAKE LEVER’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BOGIE COMPLETE’.
02.01.1992 Repair ‘TWIST LOCK’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Repair ‘WHEEL SET’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
24.01.1992 Alteration ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9 AND 10 TO

ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED CONNECTION
ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY. (RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

22.03.1992 Repair ‘BRAKE BLOCK RB95’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1873 T’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘CENTRE SILL’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE BEARERS’.
25.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BRAKE PULL ROD’.
17.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQEY 1873 T’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1873 T’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘WHEEL SET’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘VEHICLE COMPLETE’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
16.08.1993 Repair ‘BRAKE BLOCK RB95’.
16.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1873 T’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE PULL ROD’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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10.09.1993 Repair ‘TRAIN PIPE (END)’.
10.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
13.09.1993 Repair ‘TRAIN PIPE (END)’.
13.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1873 T’
05.10.1993 Repair ‘WHEEL SET’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
11.10.1993 Repair ‘WHEEL SET’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Repair ‘EMPTY LOAD VALVE’.
30.10.1993 Repair ‘GRADE CONTROL VALVE’.
30.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘WHEEL SET’.
30.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BEARERS’.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘GRADE CONTROL VALVE’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
16.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1873 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1873 T’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1873 T’
14.10.1994 Repair ‘VEHICLE COMPLETE’.

16731



2. TIMS GROUP INFORMATION - WAGONS

19.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1927

Details: wagon ‘RQEY 1927 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 05.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 09.06.1996
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 11.02.1993
Last Single Car Test: 15.10.1993
Last Lift: 01.08.1981
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

13.08.1989 Repair ‘HANDRAILS’.
13.08.1989 Repair ‘HANDRAILS END’.
13.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1927 W’
22.09.1989 Repair ‘HANDBRAKE HANDLE’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1927 W’
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
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16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BEARERS’.
24.08.1990 Repair ‘BOGIE BEARINGS’.
24.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘BRAKE LEVER’.
24.08.1990 Repair ‘BRAKE PULL ROD’.
24.08.1990 Repair ‘HANDRAILS’.
24.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1990 Repair ‘SIDE STEP’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE STENCILS’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.10.1990 Repair ‘BRAKE LEVER’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘EMPTY LOAD VALVE’.
02.10.1990 Repair ‘GRADE CONTROL VALVE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
15.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BEARERS’.
24.01.1991 Repair ‘SIDE BEARER’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1991 Repair ‘BRAKE PULL ROD’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
23.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
14.03.1991 Repair ‘WHEEL SET’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BEARERS’.
08.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
24.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
30.06.1991 Repair ‘HANDRAILS END’.
30.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1927 W’
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1927 W’
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1927 W’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1927 W’
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQEY 1927 W’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.03.1992 Repair ‘SIDE STEP’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘CENTRE SILL’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘WHEEL SET’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘GRADE CONTROL VALVE’.
25.06.1992 Repair ‘HANDRAILS’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘WHEEL SET’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1927 W’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH
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SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
04.03.1993 Repair ‘CENTRE SILL’.
04.03.1993 Repair ‘TRANSOM’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
26.04.1993 Repair ‘TWIST LOCK’.
26.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
10.05.1993 Repair ‘HANDRAILS END’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARERS’.
08.06.1993 Repair ‘SIDE BEARER’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1927 W’
11.06.1993 Repair ‘TWIST LOCK’.
11.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘BOGIE BEARERS’.
10.07.1993 Repair ‘BOGIE COMPLETE’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
10.07.1993 Repair ‘EMPTY LOAD VALVE’.
10.07.1993 Repair ‘GRADE CONTROL VALVE’.
10.07.1993 Repair ‘TWIST LOCK’.
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
29.09.1993 Repair ‘BRAKE BLOCK RB101’.
29.09.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1927 W’
06.10.1993 Repair ‘CENTRE SILL’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.
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11.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQEY 1927 W’

01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘BOGIE SPRING’.
01.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.11.1993 Repair ‘COUPLER KNUCKLE’.
01.11.1993 Repair ‘EMPTY LOAD VALVE’.
01.11.1993 Repair ‘END BRAKE COCK’.
01.11.1993 Repair ‘GRADE CONTROL VALVE’.
01.11.1993 Repair ‘TWIST LOCK’.
01.11.1993 Repair ‘TWIST LOCK’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BEARERS’.
22.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘BRAKE LEVER’.
22.11.1993 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘WHEEL SET’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
07.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.12.1993 Repair ‘HANDRAILS’.
07.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
07.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1927 W’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1927 W’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1927 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1927 W’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1927 W’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘AQEY 1927 W’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1928

Details: wagon ‘RQEY 1928 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 28.04.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 25.07.1996
Due Triple Valve: 11.03.1992
Last Triple Valve: 26.03.1992
Last Brake Cylinder: 19.05.1992
Last Lift: 14.06.1985
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
16.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON
ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

13.03.1990 Repair ‘BRAKE BLOCK RB95’.
13.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE BEARERS’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘BRAKE PULL ROD’.
02.05.1990 Repair ‘COUPLER COMPLETE’.
02.05.1990 Repair ‘EMPTY LOAD VALVE’.
02.05.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1990 Repair ‘TWIST LOCK’.
02.05.1990 Repair ‘TWIST LOCK’.
02.05.1990 Repair ‘TWIST LOCK’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
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16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
17.09.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘VEHICLE STENCILS’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BEARERS’.
11.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1991 Repair ‘BRAKE LEVER’.
11.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
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19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

21.12.1991 Repair ‘HANDRAILS’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘CENTRE SILL’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘WHEEL SET’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARINGS’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
18.07.1992 Repair ‘HANDRAILS’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
12.08.1992 Repair ‘HANDRAILS’.
12.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1928 X’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
06.12.1992 Repair ‘TWIST LOCK’.
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06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1928 X’

23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH
SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
12.02.1993 Repair ‘HANDRAILS’.
12.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
09.04.1993 Repair ‘HANDRAILS’.
09.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1993 Repair ‘TRAIN PIPE’.
04.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
16.06.1993 Repair ‘STEP’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
31.07.1993 Repair ‘HANDRAILS’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
05.10.1993 Repair ‘VEHICLE COMPLETE’.
05.10.1993 Repair ‘WHEEL SET’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1928 X’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.10.1993 Repair ‘BRAKE PULL ROD’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘SIDE BEARER’.
14.10.1993 Repair ‘SIDE BEARER’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.11.1993 Repair ‘BOGIE BEARERS’.
12.11.1993 Repair ‘SIDE BEARER’.
12.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BEARERS’.
08.12.1993 Repair ‘SIDE BEARER’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1928 X’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘HANDRAILS’.
04.01.1994 Repair ‘TOP CENTRE PLATE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1928 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1928 X’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1928 X’
22.05.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
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16.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1929

Details: wagon ‘RQEY 1929 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 12.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 09.01.1997
Due Triple Valve: 18.05.1990
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 30.07.1991
Last Single Car Test: 30.07.1991
Last Lift: 31.03.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
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ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

20.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
11.10.1989 Repair ‘TRAIN PIPE (END)’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1929 R’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1929 R’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE BEARERS’.
05.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1990 Repair ‘BRAKE BLOCK RB95’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1990 Repair ‘WHEEL SET’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
07.02.1990 Repair ‘HANDRAILS’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1929 R’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1990 Repair ‘BRAKE PULL ROD’.
15.05.1990 Repair ‘COUPLER KNUCKLE’.
15.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
15.05.1990 Repair ‘SIDE BEARER CLEARANCE’.
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1990 Repair ‘VEHICLE STENCILS’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘BRAKE LEVER’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
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‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

04.10.1990 Repair ‘BOGIE BEARINGS’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BEARERS’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘BRAKE LEVER’.
06.05.1991 Repair ‘BRAKE PIN’.
06.05.1991 Repair ‘BRAKE PULL ROD’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘EMPTY LOAD VALVE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘BRAKE LEVER’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘WHEEL SET’.
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12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRANCH PIPE’.
22.07.1991 Repair ‘BRANCH PIPE’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1929 R’
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1929 R’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

27.10.1991 Repair ‘BRAKE BLOCK RB95’.
27.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
22.01.1992 Repair ‘WHEEL SET’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘VEHICLE COMPLETE’.
23.01.1992 Repair ‘WHEEL SET’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1929 R’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

07.05.1992 Repair ‘CENTRE SILL’.
07.05.1992 Repair ‘TRANSOM’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1992 Repair ‘CENTRE SILL’.
11.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1992 Repair ‘TWIST LOCK’.
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11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘WHEEL SET’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1992 Repair ‘BRAKE LEVER’.
26.10.1992 Repair ‘BRAKE PULL ROD’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
09.12.1992 Repair ‘VEHICLE COMPLETE’.
09.12.1992 Repair ‘WHEEL SET’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
23.02.1993 Repair ‘WHEEL SET’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
17.03.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
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01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘BOGIE BEARERS’.
01.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1993 Repair ‘BOGIE COMPLETE’.
01.11.1993 Repair ‘BRAKE LEVER’.
01.11.1993 Repair ‘COUPLER COMPLETE’.
01.11.1993 Repair ‘EMPTY LOAD VALVE’.
01.11.1993 Repair ‘GRADE CONTROL VALVE’.
01.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1993 Repair ‘WHEEL SET’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
08.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1994 Repair ‘BRAKE BLOCK RB95’.
08.01.1994 Repair ‘BRAKE PULL ROD’.
08.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
08.01.1994 Repair ‘END BRAKE COCK’.
08.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
17.01.1994 Repair ‘SIDE STEP’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1994 Repair ‘BRAKE PULL ROD’.
29.01.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1929 R’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1929 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.
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(NRC020)’. New class: ‘RQEY’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1929 R’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1929 R’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.

RQEY 1930

Details: wagon ‘RQEY 1930 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 06.03.1967
Operating System: AN
Intended Use: CONTAINERS
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Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CJ AD
Return to Service Date: 25.09.1996
Last Triple Valve: 17.11.1988
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 17.11.1988
Last Lift: 24.06.1981
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

03.07.1989 Repair ‘VEHICLE COMPLETE’.
03.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE BEARERS’.
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Repair ‘BRAKE PULL ROD’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘WHEEL SET’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’

16752



2.703. Wagon classification starting with ‘RQE’

01.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘EMPTY LOAD VALVE’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.11.1989 Repair ‘BRAKE PULL ROD’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

11.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
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BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

18.01.1991 Repair ‘HANDRAILS’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BEARERS’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘SIDE BEARER’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BEARERS’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
30.05.1991 Repair ‘HANDRAILS’.
30.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1991 Repair ‘BRAKE BLOCK RB95’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
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07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘WHEEL SET’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
11.07.1991 Repair ‘HANDRAILS’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Repair ‘EMPTY LOAD VALVE’.
04.11.1991 Repair ‘END BRAKE COCK’.
04.11.1991 Repair ‘GRADE CONTROL VALVE’.
04.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘END HOSE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
05.03.1992 Repair ‘HANDRAILS’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘CENTRE SILL’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1992 Repair ‘SIDE BEARER’.
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12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘PARTITION’.
01.09.1992 Repair ‘PARTITION’.
01.09.1992 Repair ‘SHUNT PAD’.
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Repair ‘WHEEL SET’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1992 Repair ‘TRAIN PIPE (END)’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
23.10.1992 Repair ‘VEHICLE COMPLETE’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
22.12.1992 Repair ‘CENTRE SILL’.
22.12.1992 Repair ‘TRANSOM’.
22.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1930 N’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

11.01.1993 Repair ‘TWIST LOCK’.
11.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘EMPTY LOAD VALVE’.
18.02.1993 Repair ‘GRADE CONTROL VALVE’.
18.02.1993 Repair ‘TWIST LOCK’.
18.02.1993 Repair ‘WHEEL SET’.
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18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BEARERS’.
15.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1930 N’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BRANCH PIPE’.
19.05.1993 Repair ‘ISOLATING COCK’.
19.05.1993 Repair ‘TRAIN PIPE’.
19.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1930 N’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
18.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1993 Repair ‘WEAR PLATES & SADDLES’.
18.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1930 N’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1930 N’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1930 N’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
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03.09.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1931

Details: wagon ‘RQEY 1931 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 15.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 30.09.1996
Due Triple Valve: 27.06.1989
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 02.09.1991
Last Single Car Test: 30.07.1991
Last Lift: 23.01.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
14.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘WHEEL SET’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE COMPLETE’.
28.08.1989 Repair ‘BRAKE LEVER’.
28.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1931 W’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
17.10.1989 Repair ‘END HOSE’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

31.10.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
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19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BEARERS’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘BOGIE SIDEFRAME’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘BRAKE PULL ROD’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘SIDE STEP’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

14.01.1991 Repair ‘BOGIE BEARINGS’.
14.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
12.04.1991 Repair ‘BRAKE BLOCK RB95’.
12.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16.05.1991 Repair ‘BRAKE BLOCK RB95’.
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16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1931 W’

22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1931 W’
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1931 W’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BEARERS’.
02.09.1991 Repair ‘BOGIE BOLSTER’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1991 Repair ‘WHEEL SET’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘GRADE CONTROL VALVE’.
01.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1991 Repair ‘WHEEL SET’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘CENTRE SILL’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘EMPTY LOAD VALVE’.
23.01.1992 Repair ‘GRADE CONTROL VALVE’.
23.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

16.03.1992 Repair ‘BRAKE BLOCK RB95’.
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16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1931 W’

06.05.1992 Repair ‘CENTRE SILL’.
06.05.1992 Repair ‘TRANSOM’.
06.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1931 W’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BRAKE BLOCK RB95’.
10.08.1992 Repair ‘CENTRE SILL’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘END BRAKE COCK’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1992 Repair ‘WHEEL SET’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1992 Repair ‘TRAIN PIPE (END)’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE COMPLETE’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1931 W’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE PULL ROD’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘BOGIE COMPLETE’.
28.08.1993 Repair ‘BRAKE BLOCK RB95’.
28.08.1993 Repair ‘VEHICLE COMPLETE’.
28.08.1993 Repair ‘WHEEL SET’.
28.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘SIDE BEARER’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1931 W’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1931 W’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
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11.06.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1932

Details: wagon ‘RQEY 1932 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 13.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: AR CM CN AD CJ
Return to Service Date: 11.10.1996
Last Triple Valve: 02.03.1989
Last Brake Cylinder: 12.03.1991
Last Single Car Test: 28.04.1992
Last Lift: 01.03.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BEARERS’.
01.08.1989 Repair ‘BOGIE BEARERS’.
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01.08.1989 Repair ‘BRAKE BLOCK RB101’.
01.08.1989 Repair ‘BRAKE LEVER’.
01.08.1989 Repair ‘BRAKE PULL ROD’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘TOP CENTRE PLATE’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1932 X’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE BLOCK RB101’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘END BRAKE COCK’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
29.01.1990 Repair ‘BRAKE BLOCK RB95’.
29.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1932 X’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘BRAKE PULL ROD’.
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23.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1990 Repair ‘WHEEL SET’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

12.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1990 Repair ‘BOGIE BEARERS’.
12.05.1990 Repair ‘BRAKE BLOCK RB95’.
12.05.1990 Repair ‘COUPLER KNUCKLE’.
12.05.1990 Repair ‘STEP’.
12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘BOGIE COMPLETE’.
19.07.1990 Repair ‘BRAKE BLOCK RB95’.
19.07.1990 Repair ‘BRAKE LEVER’.
19.07.1990 Repair ‘BRAKE PULL ROD’.
19.07.1990 Repair ‘BRAKE PULL ROD’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘VEHICLE STENCILS’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
03.10.1990 Repair ‘BOGIE BEARINGS’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
12.11.1990 Repair ‘HANDRAILS’.
12.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

02.01.1991 Repair ‘HANDRAILS’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.03.1991 Repair ‘BOGIE BEARERS’.
12.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1932 X’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘WHEEL SET’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1932 X’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘EMPTY LOAD VALVE’.
30.08.1991 Repair ‘GRADE CONTROL VALVE’.
30.08.1991 Repair ‘WHEEL SET’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
14.09.1991 Repair ‘BOGIE SPRING’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘BRAKE LEVER’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
25.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1932 X’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘SIDE BEARER’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
03.12.1991 Repair ‘WHEEL SET’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘STEP’.
09.12.1991 Repair ‘TRAIN PIPE’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1932 X’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Repair ‘WHEEL SET’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BRAKE BLOCK RB95’.
21.02.1992 Repair ‘BRAKE LEVER’.
21.02.1992 Repair ‘BRAKE PIN’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1992 Repair ‘BRANCH PIPE’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
08.03.1992 Repair ‘HANDRAILS’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
21.03.1992 Repair ‘HANDRAILS END’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BRAKE PIN’.
24.04.1992 Repair ‘BRANCH PIPE’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1932 X’
30.04.1992 Repair ‘CENTRE SILL’.
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30.04.1992 Repair ‘TRANSOM’.
30.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1932 X’
22.07.1992 Repair ‘HANDRAILS’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BEARERS’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘TRAIN PIPE’.
22.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1932 X’
20.10.1993 Repair ‘BRAKE BLOCK RB101’.
20.10.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1932 X’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1932 X’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1932 X’
22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQEY 1932 X’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
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18.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1933

Details: wagon ‘RQEY 1933 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 01.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 08.09.1996
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 29.05.1992
Last Lift: 24.09.1981
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
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Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

04.07.1989 Repair ‘BOGIE BEARERS’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
22.07.1989 Repair ‘BRAKE BLOCK RB95’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

20.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1989 Repair ‘HANDRAILS’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1933 R’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1933 R’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

16771



2. TIMS GROUP INFORMATION - WAGONS

08.08.1990 Repair ‘BOGIE COMPLETE’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘BRAKE PULL ROD’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘END BRAKE COCK’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘VEHICLE STENCILS’.
08.08.1990 Repair ‘WHEEL SET’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘SIDE BEARER’.
15.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1933 R’
19.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
10.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

02.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
12.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
28.01.1991 Repair ‘TWIST LOCK’.
28.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQEY 1933 R’
14.02.1991 Repair ‘HANDRAILS’.
14.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BEARERS’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRAKE LEVER’.
15.02.1991 Repair ‘COUPLER KNUCKLE’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1991 Repair ‘WHEEL SET’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
14.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1991 Repair ‘COUPLER COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1991 Repair ‘COUPLER KNUCKLE’.
20.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
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20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Repair ‘BRAKE BLOCK RB95’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘BRAKE BLOCK RB95’.
13.04.1992 Repair ‘BRAKE LEVER’.
13.04.1992 Repair ‘BRAKE PULL ROD’.
13.04.1992 Repair ‘CENTRE SILL’.
13.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Repair ‘WHEEL SET’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BRAKE PIN’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘EMPTY LOAD VALVE’.
22.04.1992 Repair ‘GRADE CONTROL VALVE’.
22.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
23.04.1992 Repair ‘SIDE BEARER’.
23.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1933 R’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BRAKE BLOCK RB95’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘TOP CENTRE PLATE’.
13.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Repair ‘WHEEL SET’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BRANCH PIPE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘TRAIN PIPE’.
09.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘AXLEBOX’.
04.09.1992 Repair ‘BOGIE COMPLETE’.
04.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1933 R’
18.10.1992 Repair ‘TWIST LOCK’.
18.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
07.11.1992 Repair ‘COUPLER KNUCKLE’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1933 R’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRANCH PIPE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

24.01.1993 Repair ‘TWIST LOCK’.
24.01.1993 Repair ‘TWIST LOCK’.
24.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘COUPLER COMPLETE’.
31.03.1993 Repair ‘COUPLER KNUCKLE’.
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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31.03.1993 Repair ‘WHEEL SET’.
31.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE BEARINGS’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1933 R’
13.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1933 R’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BRAKE BLOCK RB95’.
29.09.1993 Repair ‘BRAKE PULL ROD’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1993 Repair ‘END BRAKE COCK’.
30.11.1993 Repair ‘HOSE FITTINGS’.
30.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1933 R’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1933 R’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
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28.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1934

Details: wagon ‘RQEY 1934 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 06.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 06.09.1996
Due Triple Valve: 14.11.1992
Last Triple Valve: 17.03.1993
Last Brake Cylinder: 15.09.1993
Last Lift: 02.10.1986
Cont Connector Type:] P
Cont Max Slots: 4
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30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M
650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

30.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘BOGIE BEARERS’.
16.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1989 Repair ‘BRAKE BLOCK RB95’.
16.12.1989 Repair ‘COUPLER KNUCKLE’.
16.12.1989 Repair ‘EMPTY LOAD VALVE’.
16.12.1989 Repair ‘GRADE CONTROL VALVE’.
16.12.1989 Repair ‘WHEEL SET’.
16.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
06.02.1990 Repair ‘HANDRAILS’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT
SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
14.11.1991 Repair ‘BRAKE LEVER’.
14.11.1991 Repair ‘BRAKE PIN’.
14.11.1991 Repair ‘BRAKE PULL ROD’.
14.11.1991 Repair ‘BRAKE SPRING’.
14.11.1991 Repair ‘CENTRE SILL’.
14.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.11.1991 Repair ‘COUPLER COMPLETE’.
14.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1991 Repair ‘EMPTY LOAD VALVE’.
14.11.1991 Repair ‘END BRAKE COCK’.
14.11.1991 Repair ‘END SILL’.
14.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1991 Repair ‘HANDRAILS’.
14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1991 Repair ‘SIDE SILL’.
14.11.1991 Repair ‘SIDE STEP’.
14.11.1991 Repair ‘STEP’.
14.11.1991 Repair ‘TRAIN PIPE’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
14.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQEY 1934 D’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE BEARERS’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘TWIST LOCK’.
02.12.1991 Repair ‘VEHICLE STENCILS’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BEARERS’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘BRAKE PULL ROD’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.03.1992 Repair ‘BOGIE BEARERS’.
21.03.1992 Repair ‘BRAKE LEVER’.
21.03.1992 Repair ‘CENTRE SILL’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BEARERS’.
02.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1934 D’
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1934 D’
07.05.1992 Repair ‘CENTRE SILL’.
07.05.1992 Repair ‘TRANSOM’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
06.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.10.1992 Repair ‘BOGIE BEARERS’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

10.01.1993 Repair ‘TWIST LOCK’.
10.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BEARINGS’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1934 D’
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1934 D’
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17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BRAKE PULL ROD’.
17.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘HANDBRAKE HANDLE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BEARERS’.
01.04.1993 Repair ‘EMPTY LOAD VALVE’.
01.04.1993 Repair ‘GRADE CONTROL VALVE’.
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BEARERS’.
31.05.1993 Repair ‘BOGIE BEARINGS’.
31.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Repair ‘WHEEL SET’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1993 Repair ‘BRAKE PULL ROD’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
12.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘TWIST LOCK’.
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15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘WHEEL SET’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1934 D’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1934 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1934 D’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
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06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1935

Details: wagon ‘RQEY 1935 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 14.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 23.11.1996
Last Triple Valve: 07.03.1989
Last Brake Cylinder: 08.03.1990
Last Lift: 01.09.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1935 M’

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BEARERS’.
20.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1989 Repair ‘BRAKE PULL ROD’.
20.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘SIDE BEARER’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

22.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
05.03.1990 Repair ‘WHEEL SET’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COUPLER KNUCKLE’.
08.03.1990 Repair ‘EMPTY LOAD VALVE’.
08.03.1990 Repair ‘GRADE CONTROL VALVE’.
08.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1990 Repair ‘STANCHION’.
08.03.1990 Repair ‘STANCHION’.
08.03.1990 Repair ‘STANCHION’.
08.03.1990 Repair ‘TWIST LOCK’.
08.03.1990 Repair ‘VEHICLE COMPLETE’.
08.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

09.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
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26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE STENCILS’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘HANDBRAKE HANDLE’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
08.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
18.10.1990 Repair ‘BOGIE BEARINGS’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
27.10.1990 Repair ‘BOGIE BEARINGS’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
13.12.1990 Repair ‘BRAKE BLOCK OTHER’.
13.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

05.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1991 Repair ‘BOGIE BEARERS’.
05.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1991 Repair ‘COUPLER KNUCKLE’.
05.01.1991 Repair ‘EMPTY LOAD VALVE’.
05.01.1991 Repair ‘GRADE CONTROL VALVE’.
05.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BEARERS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘TWIST LOCK’.
16.05.1991 Repair ‘TWIST LOCK’.
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16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘WHEEL SET’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.06.1991 Repair ‘BRAKE LEVER’.
19.06.1991 Repair ‘BRAKE PIN’.
19.06.1991 Repair ‘BRAKE PULL ROD’.
19.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Repair ‘VEHICLE RETARE’.
19.06.1991 Repair ‘WHEEL SET’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.02.1992 Repair ‘BRAKE LEVER’.
21.02.1992 Repair ‘BRAKE PIN’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘CENTRE SILL’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1992 Repair ‘YOKE COMPLETE’.
21.02.1992 Repair ‘YOKE PIN’.
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21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
29.03.1992 Repair ‘BRAKE BLOCK RB95’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BRAKE LEVER’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
16.06.1992 Repair ‘CENTRE SILL’.
16.06.1992 Repair ‘TRANSOM’.
16.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQEY 1935 M’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
11.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB95’.
23.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.12.1992 Repair ‘VEHICLE COMPLETE’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘EMPTY LOAD VALVE’.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘WHEEL SET’.
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12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘COUPLER KNUCKLE’.
14.05.1993 Repair ‘EMPTY LOAD VALVE’.
14.05.1993 Repair ‘GRADE CONTROL VALVE’.
14.05.1993 Repair ‘WHEEL SET’.
14.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘COUPLER KNUCKLE’.
21.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1993 Repair ‘TWIST LOCK’.
21.08.1993 Repair ‘TWIST LOCK’.
21.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1935 M’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
19.01.1994 Repair ‘HANDRAILS’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1935 M’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1935 M’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
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01.04.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1936

Details: wagon ‘RQEY 1936 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 14.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 15.04.1996
Due Triple Valve: 22.05.1992
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 22.05.1991
Last Single Car Test: 30.10.1991
Last Lift: 07.03.1984
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’
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10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

21.08.1989 Repair ‘HANDBRAKE HANDLE’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BEARERS’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
14.11.1989 Repair ‘BRAKE PULL ROD’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1936 V’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
04.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

25.10.1990 Repair ‘BOGIE BEARINGS’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
08.12.1990 Repair ‘BRAKE BLOCK RB95’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.
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19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘EMPTY LOAD VALVE’.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1991 Repair ‘BOGIE COMPLETE’.
29.10.1991 Repair ‘BRAKE BLOCK RB95’.
29.10.1991 Repair ‘BRAKE PULL ROD’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1991 Repair ‘SIDE BEARER’.
29.10.1991 Repair ‘WHEEL SET’.
29.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1936 V’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE LEVER’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘HANDRAILS END’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

29.03.1992 Repair ‘BRAKE BLOCK RB95’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘CENTRE SILL’.
28.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
16.06.1992 Repair ‘CENTRE SILL’.
16.06.1992 Repair ‘TRANSOM’.
16.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1936 V’
29.06.1992 Repair ‘TWIST LOCK’.
29.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1936 V’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘AXLEBOX’.
26.08.1992 Repair ‘BOGIE SPRING’.
26.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1936 V’
28.08.1992 Repair ‘SIDE MEMBER’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1936 V’
22.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1936 V’
24.09.1992 Repair ‘STEP’.
24.09.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AQEY 1936 V’
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

16792



2.703. Wagon classification starting with ‘RQE’

16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
25.05.1993 Repair ‘WHEEL SET’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
29.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1993 Repair ‘BOGIE BEARERS’.
29.05.1993 Repair ‘BRAKE LEVER’.
29.05.1993 Repair ‘CENTRE SILL’.
29.05.1993 Repair ‘COUPLER COMPLETE’.
29.05.1993 Repair ‘HANDRAILS’.
29.05.1993 Repair ‘SIDE STEP’.
29.05.1993 Repair ‘WHEEL SET’.
29.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
02.07.1993 Repair ‘HANDRAILS END’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1936 V’
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1936 V’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
24.11.1993 Repair ‘BOGIE BEARERS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.11.1993 Repair ‘SIDE BEARER’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1936 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1936 V’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
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20.03.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1937

Details: wagon ‘RQEY 1937 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 30.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 02.09.1996
Due Triple Valve: 26.07.1994
Last Triple Valve: 03.08.1993
Last Brake Cylinder: 31.08.1993
Last Single Car Test: 18.10.1991
Last Lift: 01.05.1985
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’
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10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M
650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘END BRAKE COCK’.
03.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.06.1990 Repair ‘BRAKE PULL ROD’.
18.06.1990 Repair ‘BRAKE PULL ROD’.
18.06.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘VEHICLE STENCILS’.
18.06.1990 Repair ‘WHEEL SET’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

01.10.1990 Repair ‘WHEEL SET’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘WHEEL SET’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
13.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1990 Repair ‘VEHICLE COMPLETE’.
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13.10.1990 Repair ‘VEHICLE COMPLETE’.
13.10.1990 Repair ‘WHEEL SET’.
13.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘TWIST LOCK’.
06.11.1990 Repair ‘TWIST LOCK’.
06.11.1990 Repair ‘VEHICLE STENCILS’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
02.12.1990 Repair ‘BRAKE BLOCK RB95’.
02.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1937 H’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘TRAIN PIPE’.
04.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1937 H’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BEARERS’.
11.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘WHEEL SET’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.
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16.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1937 H’
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BOLSTER’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRANCH PIPE’.
05.06.1991 Repair ‘COUPLER COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.08.1991 Repair ‘YOKE COMPLETE’.
20.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1937 H’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘EMPTY LOAD VALVE’.
23.08.1991 Repair ‘GRADE CONTROL VALVE’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1991 Repair ‘BRANCH PIPE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1937 H’
15.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1937 H’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

28.01.1992 Repair ‘BOGIE COMPLETE’.
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28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
29.01.1992 Repair ‘WHEEL SET’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

07.02.1992 Repair ‘WHEEL SET’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘CENTRE SILL’.
12.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Repair ‘WHEEL SET’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1992 Repair ‘BRAKE PULL ROD’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1937 H’
20.04.1992 Repair ‘HANDRAILS’.
20.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1937 H’
29.04.1992 Repair ‘CENTRE SILL’.
29.04.1992 Repair ‘TRANSOM’.
29.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1937 H’
21.05.1992 Repair ‘TRANSOM’.
21.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1937 H’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
28.05.1992 Repair ‘BRAKE LEVER’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘EMPTY LOAD VALVE’.
28.05.1992 Repair ‘GRADE CONTROL VALVE’.
28.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BEARERS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Repair ‘SIDE BEARER’.
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01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘GRADE CONTROL VALVE’.
08.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1993 Repair ‘TWIST LOCK’.
08.03.1993 Repair ‘TWIST LOCK’.
08.03.1993 Repair ‘TWIST LOCK’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
17.03.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1937 H’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1993 Repair ‘BRAKE LEVER’.
31.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1993 Repair ‘COUPLER KNUCKLE’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Repair ‘GRADE CONTROL VALVE’.
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31.08.1993 Repair ‘HANDRAILS’.
31.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘VEHICLE STENCILS’.
31.08.1993 Repair ‘WHEEL SET’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
03.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘BOGIE BEARERS’.
03.10.1993 Repair ‘SIDE BEARER’.
03.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BEARERS’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1937 H’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1937 H’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1937 H’
31.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
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18.01.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1939

Details: wagon ‘RQEY 1939 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 30.03.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 12.06.1996
Due Triple Valve: 09.05.1989
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 24.05.1991
Last Single Car Test: 08.07.1991
Last Lift: 01.12.1980
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
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Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

27.08.1989 Repair ‘HANDRAILS END’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1939 C’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BEARERS’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘SIDE BEARER’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BRAKE PULL ROD’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE PULL ROD’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.05.1990 Repair ‘BRANCH PIPE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BRAKE BLOCK RB95’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1939 C’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE COMPLETE’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE BEARERS’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘BRAKE LEVER’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
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18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘WHEEL SET’.
18.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1939 C’
17.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1939 C’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BOLSTER’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘TRAIN PIPE’.
04.07.1991 Repair ‘TRAIN PIPE’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1939 C’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1939 C’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
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25.10.1991 Repair ‘WHEEL SET’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
28.10.1991 Repair ‘WHEEL SET’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1939 C’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.05.1992 Repair ‘CENTRE SILL’.
20.05.1992 Repair ‘TRANSOM’.
20.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1939 C’
25.05.1992 Repair ‘CENTRE SILL’.
25.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1939 C’
23.06.1992 Repair ‘WHEEL SET’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘WHEEL SET’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
18.08.1992 Repair ‘HANDRAILS’.
18.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1939 C’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1939 C’
07.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
07.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1939 C’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARINGS’.
14.10.1992 Repair ‘BRANCH PIPE’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘WHEEL SET’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
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COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘COUPLER KNUCKLE’.
31.07.1993 Repair ‘EMPTY LOAD VALVE’.
31.07.1993 Repair ‘END HOSE’.
31.07.1993 Repair ‘GRADE CONTROL VALVE’.
31.07.1993 Repair ‘TWIST LOCK’.
31.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
09.12.1993 Repair ‘TOP CENTRE PLATE’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Repair ‘WEAR PLATES & SADDLES’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1939 C’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE RECLASSIFY’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1939 C’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
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26.01.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1940

Details: wagon ‘RQEY 1940 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 18.04.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 25.09.1996
Due Triple Valve: 28.01.1989
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 09.08.1991
Last Lift: 02.07.1984
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
22.08.1989 Repair ‘HANDBRAKE HANDLE’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Repair ‘BRAKE PULL ROD’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘VEHICLE STENCILS’.
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27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
10.09.1990 Repair ‘BRAKE BLOCK RB95’.
10.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1940 V’
19.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
20.10.1990 Repair ‘HANDRAILS’.
20.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
27.10.1990 Repair ‘BOGIE BEARINGS’.
27.10.1990 Repair ‘BOGIE BEARINGS’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1991 Repair ‘BRAKE PULL ROD’.
09.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
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CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

30.04.1992 Repair ‘CENTRE SILL’.
30.04.1992 Repair ‘TRANSOM’.
30.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1940 V’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘CENTRE SILL’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BEARINGS’.
20.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘WHEEL SET’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BRAKE BLOCK RB95’.
02.12.1992 Repair ‘BRAKE PULL ROD’.
02.12.1992 Repair ‘TOP CENTRE PLATE’.
02.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1940 V’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.
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09.01.1993 Repair ‘HANDRAILS’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BEARINGS’.
29.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.03.1993 Repair ‘BRAKE LEVER’.
29.03.1993 Repair ‘EMPTY LOAD VALVE’.
29.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1993 Repair ‘STANCHION’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE SPRING’.
07.05.1993 Repair ‘BRAKE BLOCK RB95’.
07.05.1993 Repair ‘BRAKE PULL ROD’.
07.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1940 V’
14.07.1993 Repair ‘HANDRAILS END’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRAKE LEVER’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BEARERS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘SIDE BEARER’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1940 V’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1940 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.
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(NRC020)’. New class: ‘RQEY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1940 V’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1941

Details: wagon ‘RQEY 1941 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 17.04.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 10.08.1996
Last Triple Valve: 16.12.1988
Last Brake Cylinder: 08.12.1992
Last Single Car Test: 21.11.1988
Last Lift: 01.02.1984
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BEARERS’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘END BRAKE COCK’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘SIDE BEARER’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘WHEEL SET’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘WHEEL SET’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
01.09.1989 Repair ‘HANDBRAKE HANDLE’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRANCH PIPE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘HANDRAILS END’.
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15.09.1989 Repair ‘LASHING POINT’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.01.1990 Repair ‘END BRAKE COCK’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BRAKE LEVER’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
29.05.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
29.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

08.08.1990 Repair ‘WHEEL SET’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BEARINGS’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Repair ‘BRAKE PULL ROD’.
15.08.1990 Repair ‘END BRAKE COCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘WHEEL SET’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
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08.09.1990 Repair ‘END BRAKE COCK’.
08.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BRAKE BLOCK RB95’.
26.09.1990 Repair ‘COUPLER COMPLETE’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘TOP CENTRE PLATE’.
13.11.1990 Repair ‘WHEEL SET’.
13.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

08.05.1991 Repair ‘SIDE STEP’.
08.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.05.1991 Repair ‘BRAKE BLOCK RB95’.
18.05.1991 Repair ‘BRAKE PULL ROD’.
18.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘EMPTY LOAD VALVE’.
18.05.1991 Repair ‘GRADE CONTROL VALVE’.
18.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1991 Repair ‘TWIST LOCK’.
18.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BEARERS’.
12.06.1991 Repair ‘BOGIE BOLSTER’.
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘WHEEL SET’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
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HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

18.10.1991 Repair ‘TWIST LOCK’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
20.11.1991 Repair ‘WHEEL SET’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1991 Repair ‘WHEEL SET’.
29.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
07.12.1991 Repair ‘TWIST LOCK’.
07.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
20.05.1992 Repair ‘CENTRE SILL’.
20.05.1992 Repair ‘TRANSOM’.
20.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1941 H’
21.05.1992 Repair ‘CENTRE SILL’.
21.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1941 H’
20.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1992 Repair ‘TWIST LOCK’.
20.06.1992 Repair ‘VEHICLE COMPLETE’.
20.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘BRAKE PULL ROD’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
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28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BEARERS’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘BRAKE LEVER’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1992 Repair ‘TRAIN PIPE (END)’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BEARERS’.
04.02.1993 Repair ‘BRAKE BLOCK RB95’.
04.02.1993 Repair ‘SIDE BEARER’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE ADAPTER’.
03.03.1993 Repair ‘BOGIE BEARERS’.
03.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘EMPTY LOAD VALVE’.
12.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
02.04.1993 Repair ‘HANDRAILS’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQEY 1941 H’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
26.06.1993 Repair ‘HANDRAILS’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
27.06.1993 Repair ‘TWIST LOCK’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
08.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE BEARERS’.
26.08.1993 Repair ‘BRAKE PULL ROD’.
26.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1941 H’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE LEVER’.
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1941 H’
24.10.1993 Repair ‘BRAKE BLOCK RB95’.
24.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE LEVER’.
07.12.1993 Repair ‘BRAKE PULL ROD’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘WHEEL SET’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BOGIE BEARERS’.
23.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.12.1993 Repair ‘BOGIE COMPLETE’.
23.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
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23.12.1993 Repair ‘EMPTY LOAD VALVE’.
23.12.1993 Repair ‘GRADE CONTROL VALVE’.
23.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Repair ‘WHEEL SET’.
23.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1941 H’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1941 H’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1941 H’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1942

Details: wagon ‘RQEY 1942 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 03.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 05.09.1996
Last Triple Valve: 05.04.1989
Last Brake Cylinder: 29.05.1992
Last Single Car Test: 23.03.1993
Last Lift: 19.07.1986
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
18.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
17.09.1989 Repair ‘BRAKE BLOCK RB95’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
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17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M
650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BEARERS’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
14.11.1989 Repair ‘BRAKE PULL ROD’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BEARINGS’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.08.1990 Repair ‘BRAKE LEVER’.
09.08.1990 Repair ‘BRAKE PULL ROD’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘WHEEL SET’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘TWIST LOCK’.
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16.10.1990 Repair ‘TWIST LOCK’.
16.10.1990 Repair ‘WEAR PLATES & SADDLES’.
16.10.1990 Repair ‘WHEEL SET’.
16.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BEARERS’.
28.08.1991 Repair ‘BOGIE COMPLETE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE LEVER’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘EMPTY LOAD VALVE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘CENTRE SILL’.
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29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘EMPTY LOAD VALVE’.
29.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1942 Q’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘COUPLER COMPLETE’.
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘END BRAKE COCK’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1942 Q’
26.05.1993 Repair ‘HANDRAILS’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1942 Q’
14.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘END HOSE’.
10.09.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COUPLER COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.

16823



2. TIMS GROUP INFORMATION - WAGONS

09.12.1993 Repair ‘END BRAKE COCK’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘STEP’.
09.12.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
15.12.1993 Repair ‘CENTRE SILL’.
15.12.1993 Repair ‘TRANSOM’.
15.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1942 Q’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BEARERS’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1942 Q’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1943

Details: wagon ‘RQEY 1943 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 03.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 05.04.1996
Due Triple Valve: 01.07.1988
Last Brake Cylinder: 28.05.1991
Last Single Car Test: 24.10.1991
Last Lift: 01.09.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
10.09.1989 Repair ‘BRAKE BLOCK RB95’.
10.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
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20.12.1989 Repair ‘HANDRAILS’.
20.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1943 C’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

10.03.1990 Repair ‘TWIST LOCK’.
10.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BEARERS’.
25.06.1990 Repair ‘BRAKE PULL ROD’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘EMPTY LOAD VALVE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘VEHICLE STENCILS’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE LEVER’.
10.10.1990 Repair ‘BRANCH PIPE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.10.1990 Repair ‘END BRAKE COCK’.
10.10.1990 Repair ‘TRAIN PIPE (END)’.
10.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1990 Repair ‘YOKE COMPLETE’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1943 C’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.
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24.12.1990 Repair ‘BRAKE BLOCK RB95’.
24.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1943 C’
23.01.1991 Repair ‘BOGIE BEARERS’.
23.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
29.01.1991 Repair ‘VEHICLE COMPLETE’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1991 Repair ‘BRAKE BLOCK RB95’.
16.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
16.03.1991 Repair ‘WHEEL SET’.
16.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
13.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Repair ‘BRAKE BLOCK RB95’.
13.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.04.1991 Repair ‘COUPLER KNUCKLE’.
13.04.1991 Repair ‘EMPTY LOAD VALVE’.
13.04.1991 Repair ‘GRADE CONTROL VALVE’.
13.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘VEHICLE STENCILS’.
13.04.1991 Repair ‘WHEEL SET’.
13.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘BRAKE BLOCK RB95’.
28.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1991 Repair ‘HANDBRAKE HANDLE’.
28.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER

16827



2. TIMS GROUP INFORMATION - WAGONS

WAGONS. AQEY ALL. (RS4631)’.
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE COMPLETE’.
23.10.1991 Repair ‘BRAKE PULL ROD’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.10.1991 Repair ‘SIDE BEARER’.
23.10.1991 Repair ‘STEP’.
23.10.1991 Repair ‘TOP CENTRE PLATE’.
23.10.1991 Repair ‘YOKE COMPLETE’.
23.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1943 C’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BRAKE LEVER’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘GRADE CONTROL VALVE’.
12.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘WHEEL SET’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘ISOLATING COCK’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘COUPLER KNUCKLE’.
10.01.1992 Repair ‘EMPTY LOAD VALVE’.
10.01.1992 Repair ‘GRADE CONTROL VALVE’.
10.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

05.05.1992 Repair ‘CENTRE SILL’.
05.05.1992 Repair ‘TRANSOM’.
05.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1943 C’
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BRAKE LEVER’.
15.06.1992 Repair ‘CENTRE SILL’.
15.06.1992 Repair ‘COUPLER KNUCKLE’.
15.06.1992 Repair ‘EMPTY LOAD VALVE’.
15.06.1992 Repair ‘GRADE CONTROL VALVE’.
15.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Repair ‘WHEEL SET’.
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15.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘WHEEL SET’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRAKE PULL ROD’.
13.01.1993 Repair ‘COUPLER KNUCKLE’.
13.01.1993 Repair ‘EMPTY LOAD VALVE’.
13.01.1993 Repair ‘GRADE CONTROL VALVE’.
13.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Repair ‘TWIST LOCK’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BEARERS’.
07.04.1993 Repair ‘SIDE BEARER’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1943 C’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘EMPTY LOAD VALVE’.
14.05.1993 Repair ‘GRADE CONTROL VALVE’.
14.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Repair ‘WHEEL SET’.
14.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘WHEEL SET’.
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26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BEARERS’.
31.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1943 C’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1943 C’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1943 C’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
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23.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1944

Details: wagon ‘RQEY 1944 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 03.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 24.11.1996
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 22.05.1991
Last Single Car Test: 24.04.1992
Last Lift: 27.04.1987
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’
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10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BEARERS’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘HANDBRAKE HANDLE’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘WHEEL SET’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.01.1990 Repair ‘BRAKE LEVER’.
02.01.1990 Repair ‘BRAKE PULL ROD’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘COUPLER COMPLETE’.
12.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON
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ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Repair ‘BRAKE PULL ROD’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘GRADE CONTROL VALVE’.
27.03.1990 Repair ‘TWIST LOCK’.
27.03.1990 Repair ‘TWIST LOCK’.
27.03.1990 Repair ‘TWIST LOCK’.
27.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BEARINGS’.
20.08.1990 Repair ‘BOGIE BEARINGS’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘VEHICLE STENCILS’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘COUPLER KNUCKLE’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘WHEEL SET’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘WHEEL SET’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

16833



2. TIMS GROUP INFORMATION - WAGONS

20.12.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘WHEEL SET’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BEARERS’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘BRAKE BLOCK RB95’.
22.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘COUPLER COMPLETE’.
07.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1944 L’
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1944 L’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1944 L’
30.12.1991 Repair ‘TWIST LOCK’.
30.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.
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30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1944 L’
15.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1944 L’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘CENTRE SILL’.
21.04.1992 Repair ‘COUPLER COMPLETE’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
22.05.1992 Repair ‘CENTRE SILL’.
22.05.1992 Repair ‘TRANSOM’.
22.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1944 L’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘STANCHION’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER
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SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

09.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1993 Repair ‘COUPLER KNUCKLE’.
09.01.1993 Repair ‘EMPTY LOAD VALVE’.
09.01.1993 Repair ‘GRADE CONTROL VALVE’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
18.05.1993 Repair ‘WHEEL SET’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘COUPLER COMPLETE’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘WHEEL SET’.
17.08.1993 Repair ‘YOKE COMPLETE’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1944 L’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1944 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1944 L’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1944 L’
30.04.1994 Repair ‘VEHICLE RECLASSIFY’.
30.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1944 L’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
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09.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1946

Details: wagon ‘RQEY 1946 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 19.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 13.12.1996
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 05.07.1993
Last Lift: 31.05.1985
Cont Connector Type:] P
Cont Max Slots: 4
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30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BEARERS’.
28.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

13.01.1990 Repair ‘BRAKE BLOCK RB95’.
13.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Repair ‘WHEEL SET’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘BRAKE LEVER’.
19.04.1990 Repair ‘BRAKE PULL ROD’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
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‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘CENTRE SILL’.
26.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.09.1990 Repair ‘HANDRAILS’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘VEHICLE COMPLETE’.
26.09.1990 Repair ‘VEHICLE COMPLETE’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
11.10.1990 Repair ‘BOGIE BEARINGS’.
11.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘VEHICLE STENCILS’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
02.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘END BRAKE COCK’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘WHEEL SET’.
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12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

23.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
24.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

10.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1991 Repair ‘BOGIE COMPLETE’.
10.08.1991 Repair ‘COUPLER KNUCKLE’.
10.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.08.1991 Repair ‘EMPTY LOAD VALVE’.
10.08.1991 Repair ‘GRADE CONTROL VALVE’.
10.08.1991 Repair ‘WHEEL SET’.
10.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
18.11.1991 Repair ‘TWIST LOCK’.
18.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQEY 1946 G’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1946 G’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘END BRAKE COCK’.
06.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1946 G’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘CENTRE SILL’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘HANDRAILS’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
16.08.1992 Repair ‘TWIST LOCK’.
16.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.09.1992 Repair ‘EMPTY LOAD VALVE’.
21.09.1992 Repair ‘GRADE CONTROL VALVE’.
21.09.1992 Repair ‘HANDRAILS’.
21.09.1992 Repair ‘HEADSTOCK’.
21.09.1992 Repair ‘HEADSTOCK’.
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1992 Repair ‘EMPTY LOAD VALVE’.
10.11.1992 Repair ‘GRADE CONTROL VALVE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

18.01.1993 Repair ‘WHEEL SET’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
02.03.1993 Repair ‘CENTRE SILL’.
02.03.1993 Repair ‘TRANSOM’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE LEVER’.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE SPRING’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘TWIST LOCK’.
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09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘TOP CENTRE PLATE’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘WHEEL SET’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
18.01.1994 Repair ‘WHEEL SET’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BEARERS’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BOGIE COMPLETE’.
25.01.1994 Repair ‘BOGIE SIDEFRAME’.
25.01.1994 Repair ‘BRAKE CONTROL PIPE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘WHEEL SET’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1946 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1946 G’
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1946 G’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1946 G’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1946 G’

28.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
13.12.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1947

Details: wagon ‘RQEY 1947 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 19.05.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX ALEX
BSG Code: FSQQ

Capacity of 88 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 12.11.1996
Due Triple Valve: 01.11.1987
Last Triple Valve: 30.06.1989
Last Brake Cylinder: 05.07.1993
Last Single Car Test: 14.07.1992
Last Lift: 13.05.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

02.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BEARERS’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘END HOSE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘VEHICLE COMPLETE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
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18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
04.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BRAKE LEVER’.
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1947 P’
16.01.1990 Repair ‘BOGIE BEARERS’.
16.01.1990 Repair ‘BOGIE COMPLETE’.
16.01.1990 Repair ‘SIDE BEARER’.
16.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1947 P’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
22.01.1990 Repair ‘GRADE CONTROL VALVE’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.

16846



2.703. Wagon classification starting with ‘RQE’

15.05.1990 Repair ‘BRAKE PULL ROD’.
15.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
09.07.1990 Repair ‘HANDRAILS’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1947 P’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

02.10.1990 Repair ‘BOGIE BEARINGS’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘WHEEL SET’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Repair ‘BRAKE PULL ROD’.
03.01.1991 Repair ‘COUPLER KNUCKLE’.
03.01.1991 Repair ‘EMPTY LOAD VALVE’.
03.01.1991 Repair ‘GRADE CONTROL VALVE’.
03.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1991 Repair ‘VEHICLE STENCILS’.
03.01.1991 Repair ‘WHEEL SET’.
03.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE LEVER’.
24.01.1991 Repair ‘BRAKE PULL ROD’.
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24.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
08.04.1991 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BEARERS’.
18.12.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BRANCH PIPE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘CENTRE SILL’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘WHEEL SET’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
05.04.1992 Repair ‘BRAKE BLOCK RB95’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE LEVER’.
08.07.1992 Repair ‘END BRAKE COCK’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
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08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1947 P’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘END BRAKE COCK’.
19.08.1992 Repair ‘HANDBRAKE HANDLE’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘EMPTY LOAD VALVE’.
23.09.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BEARERS’.
09.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1993 Repair ‘BOGIE WEAR PLATES’.
09.02.1993 Repair ‘BRAKE LEVER’.
09.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1993 Repair ‘SIDE STEP’.
09.02.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1993 Repair ‘WHEEL SET’.
09.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
26.06.1993 Repair ‘CENTRE SILL’.
26.06.1993 Repair ‘TRANSOM’.
26.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1947 P’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE CONTROL PIPE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘EMPTY LOAD VALVE’.
05.07.1993 Repair ‘GRADE CONTROL VALVE’.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘VEHICLE STENCILS’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
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10.07.1993 Repair ‘TWIST LOCK’.
10.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BOLSTER’.
04.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
04.01.1994 Repair ‘BRAKE BLOCK RB101’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1947 P’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1947 P’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
12.11.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1949

Details: wagon ‘RQEY 1949 E’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 02.06.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 18.09.1996
Last Brake Cylinder: 27.05.1993
Last Single Car Test: 30.07.1991
Last Lift: 01.11.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

27.07.1989 Repair ‘END BRAKE COCK’.
27.07.1989 Repair ‘TRAIN PIPE (END)’.
27.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1949 K’
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1949 K’
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09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON
ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1949 K’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BOGIE BEARERS’.
17.09.1990 Repair ‘BOGIE COMPLETE’.
17.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1990 Repair ‘EMPTY LOAD VALVE’.
17.09.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1990 Repair ‘TWIST LOCK’.
17.09.1990 Repair ‘TWIST LOCK’.
17.09.1990 Repair ‘VEHICLE STENCILS’.
17.09.1990 Repair ‘YOKE COMPLETE’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
18.12.1990 Repair ‘BRAKE BLOCK RB95’.
18.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

02.03.1991 Repair ‘BRAKE BLOCK RB95’.
02.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BOGIE BEARERS’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16852



2.703. Wagon classification starting with ‘RQE’

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
02.05.1991 Repair ‘EMPTY LOAD VALVE’.
02.05.1991 Repair ‘GRADE CONTROL VALVE’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1991 Repair ‘WHEEL SET’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘WHEEL SET’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1991 Repair ‘WHEEL SET’.
22.07.1991 Repair ‘WHEEL SET’.
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1949 K’
22.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1949 K’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
21.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.10.1991 Repair ‘WHEEL SET’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE SIDEFRAME’.
04.11.1991 Repair ‘BRAKE BLOCK RB95’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Repair ‘EMPTY LOAD VALVE’.
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04.11.1991 Repair ‘GRADE CONTROL VALVE’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1949 K’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Repair ‘WHEEL SET’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.02.1992 Repair ‘HANDRAILS END’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
29.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.02.1992 Repair ‘BOGIE COMPLETE’.
29.02.1992 Repair ‘BRAKE LEVER’.
29.02.1992 Repair ‘CENTRE SILL’.
29.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.02.1992 Repair ‘VEHICLE COMPLETE’.
29.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.
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27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.05.1993 Repair ‘BRANCH PIPE’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘WHEEL SET’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB101’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE COMPLETE’.
04.01.1994 Repair ‘BRAKE BLOCK RB95’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1949 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1949 K’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
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10.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1950

Details: wagon ‘RQEY 1950 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 14.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 12.07.1996
Due Triple Valve: 01.11.1987
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 31.07.1993
Last Lift: 25.11.1986
Cont Connector Type:] P
Cont Max Slots: 4
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30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BEARINGS’.
03.10.1989 Repair ‘BOGIE BOLSTER’.
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘SIDE BEARER’.
03.10.1989 Repair ‘STANCHION’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Repair ‘WHEEL SET’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1950 G’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘BRAKE LEVER’.
14.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1950 G’
04.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1990 Repair ‘COUPLER KNUCKLE’.
30.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.06.1990 Repair ‘EMPTY LOAD VALVE’.
30.06.1990 Repair ‘GRADE CONTROL VALVE’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘VEHICLE STENCILS’.
30.06.1990 Repair ‘WHEEL SET’.
30.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

05.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1950 G’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.
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07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE BEARERS’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1991 Repair ‘WEAR PLATES & SADDLES’.
07.02.1991 Repair ‘WHEEL SET’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
08.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1991 Repair ‘BRAKE LEVER’.
01.11.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Repair ‘GRADE CONTROL VALVE’.
01.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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01.11.1991 Repair ‘TWIST LOCK’.
01.11.1991 Repair ‘TWIST LOCK’.
01.11.1991 Repair ‘WHEEL SET’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘CENTRE SILL’.
14.02.1992 Repair ‘HANDBRAKE HANDLE’.
14.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1992 Repair ‘VEHICLE COMPLETE’.
14.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘SHUNT PAD’.
11.05.1992 Repair ‘SHUNT PAD’.
11.05.1992 Repair ‘SHUNT PAD’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘WHEEL SET’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1950 G’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘WHEEL SET’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
01.09.1992 Repair ‘CENTRE SILL’.
01.09.1992 Repair ‘TRANSOM’.
01.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1950 G’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
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LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

31.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1993 Repair ‘COUPLER KNUCKLE’.
31.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1993 Repair ‘STANCHION’.
31.07.1993 Repair ‘TWIST LOCK’.
31.07.1993 Repair ‘WHEEL SET’.
31.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
01.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
11.11.1993 Alteration complete ‘ADD FLANGES TO CENTRESILL AS SHOWN ON

DRAWING 5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1950 G’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1950 G’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1950 G’
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1950 G’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
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16.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘CENTRE SILL’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1951

Details: wagon ‘RQEY 1951 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 14.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 10.08.1996
Last Triple Valve: 02.03.1990
Last Brake Cylinder: 02.05.1991
Last Single Car Test: 15.04.1994
Last Lift: 13.02.1979
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
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NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

13.07.1989 Repair ‘END BRAKE COCK’.
13.07.1989 Repair ‘END HOSE’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1951 P’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BEARERS’.
02.08.1989 Repair ‘BOGIE WEAR PLATES’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘HANDRAILS’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
01.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.03.1990 Repair ‘COUPLER KNUCKLE’.
02.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.03.1990 Repair ‘HANDRAILS’.
02.03.1990 Repair ‘TWIST LOCK’.
02.03.1990 Repair ‘TWIST LOCK’.
02.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘BRAKE PULL ROD’.
22.05.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘VEHICLE STENCILS’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
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18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BEARINGS’.
18.06.1990 Repair ‘BOGIE BEARINGS’.
18.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.06.1990 Repair ‘HANDRAILS’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1951 P’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Repair ‘VEHICLE STENCILS’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘WHEEL SET’.
12.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.
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19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1991 Repair ‘BRAKE LEVER’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘HANDRAILS’.
20.09.1991 Repair ‘SIDE STEP’.
20.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1951 P’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘CENTRE SILL’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BEARERS’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
07.03.1992 Repair ‘BRAKE BLOCK RB95’.
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07.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1951 P’

08.03.1992 Repair ‘TWIST LOCK’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘BRAKE BLOCK RB95’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.05.1992 Repair ‘WHEEL SET’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1951 P’
06.05.1992 Repair ‘CENTRE SILL’.
06.05.1992 Repair ‘TRANSOM’.
06.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1951 P’
08.06.1992 Repair ‘TWIST LOCK’.
08.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘HANDRAILS’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
25.07.1992 Repair ‘TWIST LOCK’.
25.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1951 P’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
03.09.1992 Repair ‘TWIST LOCK’.
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03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1951 P’

07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1951 P’

10.09.1992 Repair ‘BOGIE BEARINGS’.
10.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1951 P’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘EMPTY LOAD VALVE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Repair ‘SHUNT PAD’.
19.11.1992 Repair ‘SHUNT PAD’.
19.11.1992 Repair ‘SHUNT PAD’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BRAKE BLOCK RB95’.
25.01.1993 Repair ‘COUPLER KNUCKLE’.
25.01.1993 Repair ‘EMPTY LOAD VALVE’.
25.01.1993 Repair ‘GRADE CONTROL VALVE’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
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25.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
29.09.1993 Repair ‘CENTRE SILL’.
29.09.1993 Repair ‘COUPLER COMPLETE’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1951 P’
11.11.1993 Alteration complete ‘ADD FLANGES TO CENTRESILL AS SHOWN ON

DRAWING 5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
24.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1994 Repair ‘BOGIE BEARERS’.
24.03.1994 Repair ‘COUPLER COMPLETE’.
24.03.1994 Repair ‘COUPLER KNUCKLE’.
24.03.1994 Repair ‘COUPLER KNUCKLE PIN’.
24.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1994 Repair ‘SIDE BEARER’.
24.03.1994 Repair ‘TOP CENTRE PLATE’.
24.03.1994 Repair ‘WEAR PLATES & SADDLES’.
24.03.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1951 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1951 P’
11.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1951 P’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQEY 1953

Details: wagon ‘RQEY 1953 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 14.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 21.09.1996
Due Triple Valve: 16.08.1990
Last Triple Valve: 01.03.1989
Last Brake Cylinder: 01.03.1991
Last Single Car Test: 08.10.1992
Last Lift: 30.10.1986
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE LEVER’.
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16.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.08.1989 Repair ‘TRAIN PIPE’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1953 K’
01.09.1989 Repair ‘HANDBRAKE HANDLE’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
25.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

12.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

16.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
26.04.1990 Repair ‘VEHICLE COMPLETE’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘BOGIE BEARERS’.
04.05.1990 Repair ‘BOGIE BOLSTER’.
04.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1990 Repair ‘BRAKE BLOCK RB95’.
04.05.1990 Repair ‘BRAKE BLOCK RB95’.
04.05.1990 Repair ‘BRAKE LEVER’.
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04.05.1990 Repair ‘BRAKE PIN’.
04.05.1990 Repair ‘BRAKE PIN’.
04.05.1990 Repair ‘BRAKE PULL ROD’.
04.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1990 Repair ‘COUPLER KNUCKLE’.
04.05.1990 Repair ‘EMPTY LOAD VALVE’.
04.05.1990 Repair ‘GRADE CONTROL VALVE’.
04.05.1990 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘HANDRAILS END’.
04.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1990 Repair ‘SIDE BEARER’.
04.05.1990 Repair ‘STEP’.
04.05.1990 Repair ‘TOP CENTRE PLATE’.
04.05.1990 Repair ‘WHEEL SET’.
04.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘BRAKE LEVER’.
30.07.1990 Repair ‘BRAKE PULL ROD’.
30.07.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Repair ‘EMPTY LOAD VALVE’.
30.07.1990 Repair ‘GRADE CONTROL VALVE’.
30.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1990 Repair ‘VEHICLE STENCILS’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRANCH PIPE’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

30.01.1991 Repair ‘BOGIE BEARERS’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
01.02.1991 Repair ‘BOGIE BEARERS’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.02.1991 Repair ‘SIDE BEARER’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
15.03.1991 Repair ‘VEHICLE COMPLETE’.
15.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1953 K’
18.03.1991 Repair ‘VEHICLE COMPLETE’.
18.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1953 K’
21.03.1991 Repair ‘HANDRAILS END’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

13.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
01.06.1991 Repair ‘TWIST LOCK’.
01.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
12.07.1991 Repair ‘BRAKE BLOCK RB95’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘BRAKE PULL ROD’.
02.03.1992 Repair ‘CENTRE SILL’.
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02.03.1992 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘HANDRAILS’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
18.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BEARERS’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
21.05.1992 Repair ‘CENTRE SILL’.
21.05.1992 Repair ‘TRANSOM’.
21.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1953 K’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘EMPTY LOAD VALVE’.
28.05.1992 Repair ‘GRADE CONTROL VALVE’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BRAKE PULL ROD’.
05.06.1992 Repair ‘WHEEL SET’.
05.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1953 K’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1953 K’
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQEY 1953 K’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

05.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘COUPLER COMPLETE’.
22.04.1993 Repair ‘VEHICLE COMPLETE’.
22.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
13.08.1993 Repair ‘AXLEBOX’.
13.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
07.09.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
10.09.1993 Repair ‘COUPLER COMPLETE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1953 K’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1953 K’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
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27.03.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1955

Details: wagon ‘RQEY 1955 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 09.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN CJ AD
Return to Service Date: 25.09.1996
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 30.10.1990
Last Single Car Test: 07.02.1994
Last Lift: 01.10.1987
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
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ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BEARERS’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘STEP’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘WHEEL SET’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

04.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
07.01.1990 Repair ‘BRAKE BLOCK RB95’.
07.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

12.04.1990 Repair ‘TWIST LOCK’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘EMPTY LOAD VALVE’.
27.06.1990 Repair ‘GRADE CONTROL VALVE’.
27.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.06.1990 Repair ‘VEHICLE STENCILS’.
27.06.1990 Repair ‘WHEEL SET’.
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27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1990 Repair ‘BOGIE COMPLETE’.
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
05.09.1990 Repair ‘END BRAKE COCK’.
05.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Repair ‘VEHICLE STENCILS’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
03.10.1990 Repair ‘BOGIE BEARINGS’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
12.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRAKE LEVER’.
30.10.1990 Repair ‘BRAKE PULL ROD’.
30.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
10.12.1990 Repair ‘BRAKE BLOCK RB95’.
10.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘BRAKE PULL ROD’.
18.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1955 F’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

12.07.1991 Repair ‘BRAKE BLOCK RB95’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
16.07.1991 Repair ‘BRAKE BLOCK RB95’.
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16.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1955 F’

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE LEVER’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘WHEEL SET’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

05.10.1991 Repair ‘WHEEL SET’.
05.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1955 F’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BRAKE PULL ROD’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1955 F’
27.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
04.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
20.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1992 Repair ‘BOGIE BEARERS’.
20.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1992 Repair ‘CENTRE SILL’.
20.06.1992 Repair ‘END BRAKE COCK’.
20.06.1992 Repair ‘VEHICLE COMPLETE’.
20.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘BRAKE PULL ROD’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
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15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘WHEEL SET’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1955 F’
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
19.11.1992 Repair ‘CENTRE SILL’.
19.11.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1955 F’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE COMPLETE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
11.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1955 F’
25.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘WHEEL SET’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘END HOSE’.
07.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Repair ‘WHEEL SET’.
07.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1955 F’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1955 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1955 F’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE RECLASSIFY’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1955 F’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1956

Details: wagon ‘RQEY 1956 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 12.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 29.01.1997
Due Triple Valve: 25.03.1992
Last Triple Valve: 07.05.1992
Last Brake Cylinder: 17.12.1990
Last Lift: 01.08.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

01.09.1989 Repair ‘HANDBRAKE HANDLE’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘TRAIN PIPE (END)’.
09.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BEARERS’.
06.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘EMPTY LOAD VALVE’.
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06.10.1989 Repair ‘END BRAKE COCK’.
06.10.1989 Repair ‘END HOSE’.
06.10.1989 Repair ‘GRADE CONTROL VALVE’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1956 Y’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
02.11.1989 Repair ‘END HOSE’.
02.11.1989 Repair ‘TRAIN PIPE (END)’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
04.11.1989 Repair ‘END BRAKE COCK’.
04.11.1989 Repair ‘END HOSE’.
04.11.1989 Repair ‘TRAIN PIPE (END)’.
04.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1990 Repair ‘BRAKE LEVER’.
22.06.1990 Repair ‘BRAKE PIN’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
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22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Repair ‘WHEEL SET’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BEARINGS’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘WHEEL SET’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘VEHICLE COMPLETE’.
13.08.1990 Repair ‘WHEEL SET’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
14.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
08.12.1990 Repair ‘BRAKE BLOCK RB95’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘WHEEL SET’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.
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29.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
29.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1956 Y’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BEARERS’.
31.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1991 Repair ‘BRAKE PULL ROD’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘EMPTY LOAD VALVE’.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE PULL ROD’.
18.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.04.1991 Repair ‘HANDRAILS’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘EMPTY LOAD VALVE’.
11.07.1991 Repair ‘GRADE CONTROL VALVE’.
11.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE BEARERS’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.09.1991 Repair ‘GRADE CONTROL VALVE’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
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11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1956 Y’

20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE BLOCK RB95’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
20.01.1992 Repair ‘WHEEL SET’.
20.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

07.02.1992 Repair ‘WHEEL SET’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
11.02.1992 Repair ‘WHEEL SET’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
13.02.1992 Repair ‘WHEEL SET’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.03.1992 Repair ‘CENTRE SILL’.
14.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Repair ‘WHEEL SET’.
14.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.04.1992 Repair ‘STRIKING CASTING’.
10.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE BEARERS’.
07.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1992 Repair ‘BRAKE BLOCK RB95’.
07.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1992 Repair ‘COUPLER KNUCKLE’.
07.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.05.1992 Repair ‘GRADE CONTROL VALVE’.
07.05.1992 Repair ‘TWIST LOCK’.
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07.05.1992 Repair ‘TWIST LOCK’.
07.05.1992 Repair ‘TWIST LOCK’.
07.05.1992 Repair ‘WHEEL SET’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE SPRING’.
19.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1956 Y’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.01.1993 Repair ‘BRAKE BLOCK RB95’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘WHEEL SET’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
20.04.1993 Repair ‘TWIST LOCK’.
20.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE BEARERS’.
09.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Repair ‘WHEEL SET’.
09.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1956 Y’
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
12.11.1993 Repair ‘CENTRE SILL’.
12.11.1993 Repair ‘TRANSOM’.
12.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1956 Y’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1994 Repair ‘BOGIE COMPLETE’.
22.01.1994 Repair ‘BRAKE BLOCK RB95’.
22.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘WHEEL SET’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1956 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1956 Y’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
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07.08.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

RQEY 1957

Details: wagon ‘RQEY 1957 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 12.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 04.10.1996
Last Triple Valve: 05.04.1989
Last Brake Cylinder: 30.09.1992
Last Lift: 05.08.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

12.07.1989 Repair ‘VEHICLE COMPLETE’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1957 A’
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14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE BEARERS’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1957 A’
11.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1957 A’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1989 Repair ‘BRAKE PULL ROD’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘VEHICLE COMPLETE’.
08.12.1989 Repair ‘WHEEL SET’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1957 A’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BRAKE BLOCK RB95’.
17.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
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SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

13.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1991 Repair ‘BOGIE BEARERS’.
13.04.1991 Repair ‘BOGIE COMPLETE’.
13.04.1991 Repair ‘BRAKE BLOCK RB95’.
13.04.1991 Repair ‘COUPLER KNUCKLE’.
13.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘EMPTY LOAD VALVE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
24.01.1992 Alteration ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9 AND 10 TO

ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED CONNECTION
ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY. (RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.02.1992 Repair ‘WHEEL SET’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
01.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1957 A’
04.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1992 Repair ‘CENTRE SILL’.
04.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1992 Repair ‘VEHICLE COMPLETE’.
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30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
08.10.1992 Repair ‘VEHICLE COMPLETE’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘WHEEL SET’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
06.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE BEARERS’.
02.09.1993 Repair ‘SIDE BEARER’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
15.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1957 A’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1957 A’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1957 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1957 A’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
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08.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1958

Details: wagon ‘RQEY 1958 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 25.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 16.09.1996
Due Triple Valve: 01.12.1987
Last Triple Valve: 07.03.1989
Last Brake Cylinder: 03.06.1993
Last Lift: 01.09.1985
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’
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10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

01.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘TRAIN PIPE’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1958 J’
01.09.1989 Repair ‘HANDBRAKE HANDLE’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BEARERS’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘BRAKE LEVER’.
18.12.1989 Repair ‘BRAKE PULL ROD’.
18.12.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
10.05.1990 Repair ‘TWIST LOCK’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
12.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1990 Repair ‘COUPLER KNUCKLE’.
12.05.1990 Repair ‘EMPTY LOAD VALVE’.
12.05.1990 Repair ‘GRADE CONTROL VALVE’.
12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Repair ‘TWIST LOCK’.
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12.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘BRAKE PULL ROD’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
07.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

05.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1991 Repair ‘BOGIE BEARERS’.
05.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1991 Repair ‘BRAKE LEVER’.
05.01.1991 Repair ‘BRAKE PULL ROD’.
05.01.1991 Repair ‘COUPLER KNUCKLE’.
05.01.1991 Repair ‘EMPTY LOAD VALVE’.
05.01.1991 Repair ‘END HOSE’.
05.01.1991 Repair ‘GRADE CONTROL VALVE’.
05.01.1991 Repair ‘TRAIN PIPE (END)’.
05.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BEARERS’.
31.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1991 Repair ‘BRAKE PULL ROD’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘EMPTY LOAD VALVE’.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Repair ‘BRAKE BLOCK RB95’.
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13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1958 J’

19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
18.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘WHEEL SET’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘COUPLER KNUCKLE’.
06.09.1991 Repair ‘EMPTY LOAD VALVE’.
06.09.1991 Repair ‘GRADE CONTROL VALVE’.
06.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1991 Repair ‘WHEEL SET’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1958 J’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘EMPTY LOAD VALVE’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
08.10.1991 Repair ‘WHEEL SET’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE CONTROL PIPE’.
18.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.11.1991 Repair ‘BRAKE LEVER’.
18.11.1991 Repair ‘BRAKE PULL ROD’.
18.11.1991 Repair ‘END BRAKE COCK’.
18.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1991 Repair ‘TRAIN PIPE (END)’.
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18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BEARERS’.
27.11.1991 Repair ‘SIDE BEARER’.
27.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1958 J’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1958 J’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

18.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE BEARERS’.
06.07.1992 Repair ‘CENTRE SILL’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BEARERS’.
09.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
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09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
22.12.1992 Repair ‘CENTRE SILL’.
22.12.1992 Repair ‘TRANSOM’.
22.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1958 J’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘BRAKE LEVER’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘EMPTY LOAD VALVE’.
15.01.1993 Repair ‘GRADE CONTROL VALVE’.
15.01.1993 Repair ‘TWIST LOCK’.
15.01.1993 Repair ‘WHEEL SET’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
28.01.1993 Repair ‘HANDRAILS’.
28.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BRAKE BLOCK RB95’.
26.02.1993 Repair ‘BRAKE CONTROL PIPE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘AXLEBOX’.
03.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.07.1993 Repair ‘BRAKE LEVER’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘STRIKING CASTING’.
27.07.1993 Repair ‘VEHICLE COMPLETE’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
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11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING
5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.

18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BEARERS’.
18.11.1993 Repair ‘BOGIE BOLSTER’.
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.11.1993 Repair ‘BOGIE SIDEFRAME’.
18.11.1993 Repair ‘BOGIE WEAR PLATES’.
18.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE LEVER’.
20.12.1993 Repair ‘HANDRAILS’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Repair ‘VEHICLE COMPLETE’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1958 J’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1958 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1958 J’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
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07.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE RECLASSIFY’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1959

Details: wagon ‘RQEY 1959 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 25.07.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 06.09.1996
Due Triple Valve: 10.03.1989
Last Triple Valve: 11.04.1989
Last Brake Cylinder: 16.05.1991
Last Single Car Test: 14.08.1991
Last Lift: 08.04.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’
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10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1959 S’
19.12.1989 Repair ‘VEHICLE STENCILS’.
19.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQEY 1959 S’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

17.07.1990 Repair ‘BRAKE PULL ROD’.
17.07.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
06.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
02.09.1990 Repair ‘BRAKE BLOCK RB95’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
08.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
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CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

17.01.1991 Repair ‘VEHICLE COMPLETE’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BEARERS’.
24.01.1991 Repair ‘BRAKE BLOCK RB95’.
24.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BEARERS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1959 S’
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1959 S’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BRAKE BLOCK RB95’.
23.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1959 S’
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
21.11.1991 Repair ‘BRAKE BLOCK RB95’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
11.12.1991 Repair ‘WHEEL SET’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

16.03.1992 Repair ‘BRAKE BLOCK RB95’.
16.03.1992 Repair ‘HANDRAILS’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘CENTRE SILL’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘EMPTY LOAD VALVE’.
28.05.1992 Repair ‘GRADE CONTROL VALVE’.
28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE BLOCK RB95’.
08.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘SHUNT PAD’.
08.07.1992 Repair ‘STEP’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
17.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
17.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1959 S’
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BRAKE PULL ROD’.
17.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1992 Repair ‘COUPLER KNUCKLE’.
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17.10.1992 Repair ‘GRADE CONTROL VALVE’.
17.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1992 Repair ‘WHEEL SET’.
17.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘WHEEL SET’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
26.02.1993 Repair ‘CENTRE SILL’.
26.02.1993 Repair ‘TRANSOM’.
26.02.1993 Repair ‘VEHICLE COMPLETE’.
26.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1959 S’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
14.05.1993 Repair ‘WHEEL SET’.
14.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BEARINGS’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘WHEEL SET’.
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1959 S’
09.08.1993 Repair ‘TWIST LOCK’.
09.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1959 S’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1993 Repair ‘EMPTY LOAD VALVE’.
06.12.1993 Repair ‘GRADE CONTROL VALVE’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1994 Repair ‘TRAIN PIPE’.
20.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1959 S’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BEARERS’.
31.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘EMPTY LOAD VALVE’.
31.01.1994 Repair ‘GRADE CONTROL VALVE’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘WHEEL SET’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1959 S’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
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21.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1960

Details: wagon ‘RQEY 1960 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 02.08.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 24.09.1996
Due Triple Valve: 01.12.1995
Last Triple Valve: 08.03.1989
Last Brake Cylinder: 20.06.1991
Last Single Car Test: 17.06.1993
Last Lift: 23.06.1987
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
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Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BOLSTER’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘SIDE BEARER’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON
ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

05.04.1990 Repair ‘COUPLER KNUCKLE’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1960 Y’
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
02.07.1990 Repair ‘STEP’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1960 Y’
16.07.1990 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT
SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

31.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
31.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1960 Y’
07.02.1991 Repair ‘BOGIE BEARERS’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
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19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL
STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘COUPLER COMPLETE’.
02.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.08.1991 Repair ‘TRAIN PIPE (END)’.
02.08.1991 Repair ‘YOKE COMPLETE’.
02.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1960 Y’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE COMPLETE’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1960 Y’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1960 Y’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘SIDE BEARER’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘WHEEL SET’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
23.10.1991 Repair ‘HANDRAILS’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
05.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
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CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.03.1992 Repair ‘CENTRE SILL’.
13.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘VEHICLE COMPLETE’.
13.03.1992 Repair ‘WHEEL SET’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
10.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Repair ‘CARD OR CLIP HOLDER’.
20.05.1992 Repair ‘WHEEL SET’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1960 Y’
03.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE BEARINGS’.
03.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1992 Repair ‘BRAKE BLOCK RB95’.
03.11.1992 Repair ‘BRANCH PIPE’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘VEHICLE COMPLETE’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
25.11.1992 Repair ‘CENTRE SILL’.
25.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1960 Y’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
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CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1993 Repair ‘EMPTY LOAD VALVE’.
09.02.1993 Repair ‘GRADE CONTROL VALVE’.
09.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
17.06.1993 Repair ‘BRAKE BLOCK RB95’.
17.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.06.1993 Repair ‘BRAKE PULL ROD’.
17.06.1993 Repair ‘BRANCH PIPE’.
17.06.1993 Repair ‘HANDRAILS’.
17.06.1993 Repair ‘HANDRAILS END’.
17.06.1993 Repair ‘SIDE BEARER’.
17.06.1993 Repair ‘SIDE STEP’.
17.06.1993 Repair ‘STEP’.
17.06.1993 Repair ‘TRAIN PIPE (END)’.
17.06.1993 Repair ‘TRAIN PIPE’.
17.06.1993 Repair ‘TWIST LOCK’.
17.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1960 Y’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘EMPTY LOAD VALVE’.
20.10.1993 Repair ‘GRADE CONTROL VALVE’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘WHEEL SET’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BRANCH PIPE’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
14.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1960 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1960 Y’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
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21.07.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1961

Details: wagon ‘RQEY 1961 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 03.08.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 03.10.1996
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 19.06.1993
Last Lift: 04.05.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE BEARERS’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘WHEEL SET’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRAKE PULL ROD’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘WHEEL SET’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

28.04.1990 Repair ‘BRAKE BLOCK RB95’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’

16911



2. TIMS GROUP INFORMATION - WAGONS

16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL
‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

10.10.1990 Repair ‘BOGIE BEARINGS’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
02.11.1990 Repair ‘BOGIE BEARINGS’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
14.11.1990 Repair ‘WHEEL SET’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘BRAKE LEVER’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘VEHICLE STENCILS’.
27.11.1990 Repair ‘WHEEL SET’.
27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
28.11.1990 Repair ‘WHEEL SET’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

13.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1991 Repair ‘BOGIE BEARERS’.
13.04.1991 Repair ‘BRAKE PULL ROD’.
13.04.1991 Repair ‘COUPLER KNUCKLE’.
13.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
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PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQEY 1961 A’

17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQEY 1961 A’

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1991 Repair ‘BOGIE COMPLETE’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘WHEEL SET’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.10.1991 Repair ‘EMPTY LOAD VALVE’.
09.10.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Repair ‘WHEEL SET’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘HANDRAILS END’.
28.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1961 A’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Repair ‘HANDRAILS’.
30.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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11.02.1992 Repair ‘CENTRE SILL’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘WHEEL SET’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
05.05.1992 Repair ‘CENTRE SILL’.
05.05.1992 Repair ‘TRANSOM’.
05.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1961 A’
13.08.1992 Repair ‘HANDRAILS’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
26.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Repair ‘WHEEL SET’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

19.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1993 Repair ‘BRAKE LEVER’.
19.06.1993 Repair ‘COUPLER KNUCKLE’.
19.06.1993 Repair ‘EMPTY LOAD VALVE’.
19.06.1993 Repair ‘GRADE CONTROL VALVE’.
19.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1993 Repair ‘TWIST LOCK’.
19.06.1993 Repair ‘TWIST LOCK’.
19.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.09.1993 Repair ‘BOGIE BEARERS’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘BRANCH PIPE’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
15.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1961 A’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BRAKE LEVER’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1961 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1961 A’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
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13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1962

Details: wagon ‘RQEY 1962 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 10.08.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN AD CJ
Return to Service Date: 08.11.1996
Last Triple Valve: 21.11.1988
Last Brake Cylinder: 16.10.1992
Last Single Car Test: 20.10.1993
Last Lift: 01.10.1982
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

13.07.1989 Repair ‘HANDRAILS’.
13.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1962 J’
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02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BEARERS’.
16.11.1989 Repair ‘BOGIE BOLSTER’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘COUPLER COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1962 J’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘EMPTY LOAD VALVE’.
02.10.1990 Repair ‘GRADE CONTROL VALVE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
23.10.1990 Repair ‘BOGIE BEARINGS’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
22.11.1990 Repair ‘HANDBRAKE HANDLE’.
22.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1962 J’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘VEHICLE RETARE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘EMPTY LOAD VALVE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘TWIST LOCK’.
10.04.1991 Repair ‘WHEEL SET’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BEARERS’.
02.08.1991 Repair ‘BOGIE BOLSTER’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1991 Repair ‘TWIST LOCK’.
02.08.1991 Repair ‘TWIST LOCK’.
02.08.1991 Repair ‘TWIST LOCK’.
02.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1991 Repair ‘BRAKE BLOCK RB95’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘END BRAKE COCK’.
25.10.1991 Repair ‘END HOSE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
25.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Repair ‘WHEEL SET’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘CENTRE SILL’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COUPLER COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1962 J’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘TWIST LOCK’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
27.08.1992 Repair ‘HANDRAILS’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1992 Repair ‘TRAIN PIPE (END)’.
25.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1962 J’
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01.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
01.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1962 J’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1992 Repair ‘WHEEL SET’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘VEHICLE COMPLETE’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1993 Repair ‘BRAKE CONTROL PIPE’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1993 Repair ‘WHEEL SET’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
26.02.1993 Repair ‘HANDRAILS’.
26.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1962 J’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘WHEEL SET’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BRAKE PULL ROD’.
20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Repair ‘TRAIN PIPE’.
20.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1962 J’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.12.1993 Repair ‘BOGIE SIDEFRAME’.
13.12.1993 Repair ‘CENTRE SILL’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘END FRAME MEMBER’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘TRANSOM’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘YOKE COMPLETE’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1962 J’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1962 J’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1963

Details: wagon ‘RQEY 1963 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 10.08.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ CM CN CJ AD
Return to Service Date: 25.07.1996
Last Triple Valve: 28.02.1989
Last Single Car Test: 08.08.1989
Last Lift: 01.06.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1963 S’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

01.11.1989 Repair ‘HANDRAILS’.
01.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1963 S’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
11.01.1990 Repair ‘HANDRAILS’.
11.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1963 S’
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
28.01.1990 Repair ‘BRAKE BLOCK RB95’.
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28.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQEY 1963 S’

16.02.1990 Repair ‘END BRAKE COCK’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
06.06.1990 Repair ‘BRAKE PULL ROD’.
06.06.1990 Repair ‘COUPLER COMPLETE’.
06.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.06.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BEARINGS’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘BOGIE COMPLETE’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.08.1990 Repair ‘COUPLER COMPLETE’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Repair ‘VEHICLE COMPLETE’.
09.08.1990 Repair ‘VEHICLE STENCILS’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
11.10.1990 Repair ‘WHEEL SET’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE BEARERS’.
12.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Repair ‘WHEEL SET’.
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12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
04.03.1991 Repair ‘HANDRAILS’.
04.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1963 S’
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO
HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
09.09.1991 Repair ‘BOGIE SPRING’.
09.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
25.10.1991 Repair ‘WHEEL SET’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

31.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
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CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BRAKE PULL ROD’.
05.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
11.01.1993 Repair ‘HANDRAILS’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
12.01.1993 Repair ‘CENTRE SILL’.
12.01.1993 Repair ‘TRANSOM’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
28.02.1993 Repair ‘TWIST LOCK’.
28.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
24.03.1993 Repair ‘STEP’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
03.05.1993 Repair ‘TWIST LOCK’.
03.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘TRAIN PIPE’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1963 S’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1993 Repair ‘BRAKE BLOCK RB95’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BRAKE BLOCK RB95’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘END BRAKE COCK’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1963 S’
14.01.1994 Repair ‘BOGIE SIDEFRAME’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
24.01.1994 Repair ‘BOGIE BEARERS’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.
(NRC020)’. New class: ‘RQEY’.

13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1963 S’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1964

Details: wagon ‘RQEY 1964 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-21
Date Built: 20.08.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX ALEX
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RJ HS CM CN AD CJ
Return to Service Date: 17.12.1996
Last Triple Valve: 28.02.1989
Last Brake Cylinder: 31.05.1993
Last Single Car Test: 16.10.1989
Last Lift: 01.09.1983
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.

23.08.1989 Repair ‘HANDBRAKE HANDLE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
06.09.1989 Repair ‘HANDBRAKE HANDLE’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘TRAIN PIPE (END)’.
06.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1964 E’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘COUPLER COMPLETE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘GRADE CONTROL VALVE’.
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07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BRAKE PULL ROD’.
08.12.1989 Repair ‘WHEEL SET’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BEARERS’.
13.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Repair ‘SIDE BEARER’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1990 Repair ‘EMPTY LOAD VALVE’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.

02.06.1990 Repair ‘SIDE STEP’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BEARINGS’.
06.08.1990 Repair ‘BOGIE COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE STENCILS’.
06.08.1990 Repair ‘WHEEL SET’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
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18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.08.1990 Repair ‘BRAKE LEVER’.
18.08.1990 Repair ‘TWIST LOCK’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘WHEEL SET’.
18.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘EMPTY LOAD VALVE’.
11.10.1990 Repair ‘GRADE CONTROL VALVE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

22.12.1990 Repair ‘BRAKE BLOCK RB95’.
22.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
06.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BEARERS’.
19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Repair ‘BRAKE CONTROL PIPE’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Repair ‘WHEEL SET’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
18.06.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

14.10.1991 Repair ‘BRAKE BLOCK RB95’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
25.10.1991 Repair ‘WHEEL SET’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
28.10.1991 Repair ‘WHEEL SET’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
17.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
27.03.1992 Repair ‘BRAKE BLOCK RB95’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
12.04.1992 Repair ‘BRAKE BLOCK RB95’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
01.05.1992 Repair ‘CENTRE SILL’.
01.05.1992 Repair ‘TRANSOM’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.05.1992 Repair ‘BRAKE PIN’.
09.05.1992 Repair ‘CENTRE SILL’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘WHEEL SET’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
01.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
17.08.1992 Repair ‘HANDRAILS’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1964 E’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘WHEEL SET’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING
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5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BOLSTER’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1993 Repair ‘SHUNT PAD’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BEARERS’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1964 E’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1964 E’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
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17.02.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.12.1996 Repair ‘VEHICLE COMPLETE’.

RQEY 1965

Details: wagon ‘RQEY 1965 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 26.7m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
Original Cost: $17540
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-21
Date Built: 20.08.1967
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQEY
BSG Code: FSQQ

Capacity of 88 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 06.08.1996
Due Triple Valve: 19.06.1988
Last Triple Valve: 16.01.1989
Last Brake Cylinder: 12.04.1991
Last Single Car Test: 23.03.1990
Last Lift: 15.04.1987
Cont Connector Type:] P
Cont Max Slots: 4

30.08.1988 Alteration complete ‘MODIFY 39 ‘ALEX’ WAGONS TO TWO PACK
ARTICULATED WAGONS. RECLASSIFY ‘AQEY’. RETAIN EXISTING SERIAL
NUMBERS. (RS4289)’. Length Over Headstocks: ‘26.7m’. Tare Weight:
‘31.5tonne’. Current Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie
Configuration: ‘3X2’. New class: ‘AQEY’. Intended use: ‘CONTAINERS’. Capacity:
‘80T.’

10.01.1989 Alteration complete ‘REMOVE ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS FROM END BOGIES ONLY FROM 44 NO. ‘AQEY’
ARTICULATED CONTAINER WAGONS AND FIT ‘MINER’ TCC-2600A
CONSTANT CONTACT SIDEBEARERS. FIT MANGANESE STEEL SIDEBEARER
WEARPLATES TO WAGON UNDERFRAMES. AQEY. (RS4372)’.
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01.07.1989 Repair ‘BRAKE BLOCK RB95’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BEARERS’.
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘CARD OR CLIP HOLDER’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘WHEEL SET’.
18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE LEVER’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘WHEEL SET’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
17.10.1989 Alteration complete ‘REMOVE BRAKE REGULATOR D & M TYPE KG-M

650-070 FROM PLATFORM NO. 2 AND REPLACE WITH MULTIHOLE PULLROD.
DRG A3/W4-13. AQEY. (RS4453)’.

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BOGIE BEARERS’.
15.12.1989 Repair ‘BOGIE BEARERS’.
15.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1989 Repair ‘TWIST LOCK’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1965 N’
09.03.1990 Alteration complete ‘STENCIL ‘CAST IRON BRAKE BLOCKS ONLY’ ON

ANY BOGIE FITTED WITH TYRED WHEELS IN A CLEARLY VISIBLE LOCATION.
AQEY. (RS4483)’.
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21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE COMPLETE’.
21.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQEY 1965 N’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1990 Repair ‘BRAKE LEVER’.
29.03.1990 Repair ‘BRAKE PULL ROD’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘VEHICLE STENCILS’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
05.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BEARERS’.
10.05.1990 Repair ‘BOGIE BOLSTER’.
10.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1990 Repair ‘BRAKE BLOCK RB95’.
10.05.1990 Repair ‘BRAKE LEVER’.
10.05.1990 Repair ‘BRAKE PULL ROD’.
10.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
16.07.1990 Alteration complete ‘REMOVE FROM INTERMEDIATE BOGIES ALL

‘WAGR’ MARKINGS.(BOGIES BELONG TO AN) AND REPLACE WITH ‘AN’
IDENTIFICATION BY WELDING 50MM HIGH LETTERS ON BOGIE FRAMES
ONLY. STENCIL ‘AN’ ON AXLEBOXES. THIS MODIFICATION REFERS TO ‘ASRD’
BOGIE CLASS ONLY. AQEY & AQKY. (RS4521)’.

02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
21.12.1990 Alteration complete ‘REMOVE ‘MINER‘TCC-2600A RESILIENT

SIDEBEARERS FROM END BOGIES ONLY FRON 39 NO. ‘AQEY‘ARTICULATED
CONTAINER WAGONS AND REPLACE WITH ‘MINER‘TCC-4500 RESILIENT
SIDE BEARERS. ROLINGSTOCK NOS.AFFECTED ‘AQEY‘1926-1947,1949-1965.
(RS4561)’.

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.04.1991 Repair ‘BOGIE BEARERS’.
12.04.1991 Repair ‘BOGIE COMPLETE’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Repair ‘VEHICLE STENCILS’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
19.04.1991 Alteration complete ‘FIT CENTRE PIN STOP (SEE DRAWING) TO ALL

STANDARD GAUGE ‘AQEY’ & ‘AQKY WAGONS ARTICULATED BOGIES TO
PREVENT CENTRE PIN FALLING THROUGH BOGIE BOLSTER. AQEY & AQKY.
(RS4588)’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘WHEEL SET’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1991 Repair ‘BRAKE BLOCK RB95’.
07.06.1991 Repair ‘BRAKE PULL ROD’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1991 Repair ‘WHEEL SET’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
29.07.1991 Alteration ‘FIT TRAIN PIPE BRACKET AS PER ATTACHED SHEET TO

HEADSTOCK ENDS OF 45 NO. ‘AQEY’ ARTICULATED 2-PACK CONTAINER
WAGONS. AQEY ALL. (RS4631)’.

24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER COMPLETE’.
24.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
26.11.1991 Repair ‘WHEEL SET’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

16936



2.703. Wagon classification starting with ‘RQE’

‘AQEY 1965 N’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1991 Repair ‘BRAKE LEVER’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘EMPTY LOAD VALVE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
02.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
12.01.1992 Repair ‘BRAKE BLOCK RB95’.
12.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
21.01.1992 Repair ‘HANDRAILS END’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
24.01.1992 Alteration complete ‘FILLET SIZE OF WELDED CONNECTION ITEMS 9

AND 10 TO ITEM 23 INCREASED TO 12 MM. FILLET SIZE OF WELDED
CONNECTION ITEM 23 TO ITEM 5 INCREASED TO 12 MM. ALL AQEY.
(RS4672)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘CENTRE SILL’.
12.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
02.04.1992 Repair ‘WHEEL SET’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘BRAKE LEVER’.
10.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
24.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
05.05.1992 Repair ‘CENTRE SILL’.
05.05.1992 Repair ‘TRANSOM’.
05.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQEY 1965 N’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BRAKE PULL ROD’.
28.07.1992 Repair ‘BRANCH PIPE’.
28.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQEY 1965 N’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1992 Repair ‘TWIST LOCK’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1965 N’
13.08.1992 Repair ‘HANDRAILS’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
15.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1992 Repair ‘BRAKE BLOCK RB95’.
15.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1992 Repair ‘COUPLER COMPLETE’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘HANDRAILS’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1965 N’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
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07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE BEARINGS’.
07.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘AXLEBOX’.
27.07.1993 Repair ‘BRAKE BLOCK RB95’.
27.07.1993 Repair ‘BRAKE PULL ROD’.
27.07.1993 Repair ‘TRAIN PIPE (END)’.
27.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQEY 1965 N’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
01.09.1993 Repair ‘VEHICLE COMPLETE’.
01.09.1993 Repair ‘WHEEL SET’.
01.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
22.10.1993 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
11.11.1993 Alteration ‘ADD FLANGES TO CENTRESILL AS SHOWN ON DRAWING

5-CM-185 REVISION C. AQEY - ALL. (RS4832)’.
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Repair ‘WHEEL SET’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1994 Repair ‘BOGIE COMPLETE’.
31.01.1994 Repair ‘BRAKE PULL ROD’.
31.01.1994 Repair ‘COUPLER COMPLETE’.
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31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘EMPTY LOAD VALVE’.
31.01.1994 Repair ‘GRADE CONTROL VALVE’.
31.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQEY 1965 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQEY’ CONTAINER FLATS TO ‘RQEY‘.

(NRC020)’. New class: ‘RQEY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQEY 1965 N’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

2.704 Wagon classification starting with ‘RQF’

RQFF 3

07.10.1995 Reclassified from wagon ‘RQFF 3 G’ to ’ wagon ‘RQFY 3 N’.
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RQFF 4

16.01.1997 Reclassified from wagon ‘RQFF 4 P’ to ’ wagon ‘RQFY 4 W’.

RQFF 8

20.11.1995 Reclassified from wagon ‘RQFF 8 F’ to ’ wagon ‘RQFY 8 M’.

RQFF 10

09.04.1990 Repair ‘HANDRAILS’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 10 N’
20.07.1991 Repair ‘HANDRAILS’.
20.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 10 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFX 10 N’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 10 N’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 10 N’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFX 10 N’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 10 N’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 10 N’
27.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.09.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Reclassified from wagon ‘RQFF 10 K’ to ’ wagon ‘RQFY 10 R’.

RQFF 12

27.09.1995 Reclassified from wagon ‘RQFF 12 F’ to ’ wagon ‘RQFX 12 X’.

RQFF 13

07.10.1995 Reclassified from wagon ‘RQFF 13 Y’ to ’ wagon ‘RQFY 13 V’.
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RQFF 15

21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 15 M’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Repair ‘TRAIN PIPE’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 15 M’
08.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFX 15 M’
08.05.1992 Repair ‘STEP’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFX 15 M’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 15 M’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 15 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 15 M’
05.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 15 M’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 15 M’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 15 M’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
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class: ‘RQFY’.
15.11.1995 Reclassified from wagon ‘RQFF 15 J’ to ’ wagon ‘RQFY 15 Q’.

RQFF 16

13.10.1995 Reclassified from wagon ‘RQFF 16 S’ to ’ wagon ‘RQFY 16 C’.

RQFF 17

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFX 17 H’

RQFF 19

13.10.1995 Reclassified from wagon ‘RQFF 19 W’ to ’ wagon ‘RQFY 19 G’.

RQFF 25

25.03.1991 Repair ‘COUPLER COMPLETE’.
25.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 25 U’
29.05.1993 Repair ‘END BRAKE COCK’.
29.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 25 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 25 U’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 25 U’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 25 U’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 25 U’
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

01.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Reclassified from wagon ‘RQFF 25 R’ to ’ wagon ‘RQFY 25 B’.

RQFF 31

11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFX 31 P’
22.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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22.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 31 P’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 31 P’
16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘TWIST LOCK’.
16.07.1990 Repair ‘TWIST LOCK’.
16.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 31 P’
16.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 31 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 31 P’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFX 31 P’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 31 P’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 31 P’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Tailem bend’ with a previous code of wagon

‘RQFX 31 P’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 31 P’
16.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

01.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Reclassified from wagon ‘RQFF 31 M’ to ’ wagon ‘RQFY 31 T’.

RQFF 33

28.01.1990 Repair ‘STEP’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 33 K’
07.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 33 K’
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18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRANCH PIPE’.
18.01.1994 Repair ‘WHEEL SET’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 33 K’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 33 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFX 33 K’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 33 K’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 33 K’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 33 K’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 33 K’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 33 K’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

23.10.1995 Reclassified from wagon ‘RQFF 33 H’ to ’ wagon ‘RQFY 33 Y’.
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.

RQFF 42

26.09.1995 Reclassified from wagon ‘RQFF 42 G’ to ’ wagon ‘RQFY 42 N’.

RQFF 47

20.07.1990 Repair ‘HANDRAILS END’.
20.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 47 X’
30.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFX 47 X’
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 47 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFX 47 X’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 47 X’
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13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 47 X’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 47 X’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

08.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 47 X’
19.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

23.10.1995 Reclassified from wagon ‘RQFF 47 F’ to ’ wagon ‘RQFY 47 M’.

RQFF 49

18.12.1995 Reclassified from wagon ‘RQFF 49 A’ to ’ wagon ‘RQFY 49 H’.

RQFF 54

09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
25.05.1991 Repair ‘SIDE STEP’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
20.07.1991 Repair ‘HANDBRAKE HANDLE’.
20.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Repair ‘BRAKE LEVER’.
24.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
01.08.1993 Repair ‘TWIST LOCK’.
01.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFX 54 M’
22.10.1993 Repair ‘HANDRAILS END’.
22.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFX 54 M’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 54 M’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
10.02.1995 Repair ‘VEHICLE COMPLETE’.

16946



2.704. Wagon classification starting with ‘RQF’

10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 54 M’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 54 M’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 54 M’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 54 M’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

08.11.1995 Reclassified from wagon ‘RQFF 54 J’ to ’ wagon ‘RQFY 54 Q’.

RQFF 55

14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VQFY 55 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VQFY 55 G’
30.04.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Reclassified from wagon ‘RQFF 55 S’ to ’ wagon ‘RQFY 55 C’.

RQFF 58

14.09.1995 Reclassified from wagon ‘RQFF 58 W’ to ’ wagon ‘RQFY 58 G’.

RQFF 59

11.10.1995 Reclassified from wagon ‘RQFF 59 X’ to ’ wagon ‘RQFY 59 P’.

RQFF 61

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
17.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQFX 61 Q’
20.08.1990 Repair ‘STEP’.
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20.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 61 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 61 Q’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 61 Q’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 61 Q’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

18.11.1995 Reclassified from wagon ‘RQFF 61 N’ to ’ wagon ‘RQFY 61 U’.

RQFF 62

26.10.1995 Reclassified from wagon ‘RQFF 62 W’ to ’ wagon ‘RQFY 62 G’.

RQFF 63

28.11.1995 Reclassified from wagon ‘RQFF 63 X’ to ’ wagon ‘RQFY 63 P’.

RQFF 64

11.10.1995 Reclassified from wagon ‘RQFF 64 R’ to ’ wagon ‘RQFY 64 B’.

RQFF 65

06.12.1995 Reclassified from wagon ‘RQFF 65 D’ to ’ wagon ‘RQFY 65 K’.

RQFF 66

14.07.1990 Repair ‘VEHICLE RECLASSIFY’.
14.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFY 66 T’
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
29.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
21.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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21.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
08.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
05.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
18.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
02.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
02.01.1992 Repair ‘COUPLER COMPLETE’.
02.01.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.01.1992 Repair ‘COUPLER KNUCKLE’.
02.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1992 Issued at location ‘Balhannah’ with a previous code of wagon ‘RQFY 66 T’
06.04.1992 Repair ‘END HOSE’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
23.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘HANDRAILS’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘VEHICLE COMPLETE’.
06.07.1992 Repair ‘WHEEL SET’.
06.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFY 66 T’
01.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFY 66 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFY 66 T’
23.09.1994 Repair ‘BRAKE PIN’.
23.09.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFY 66 T’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFY 66 T’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
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17.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQFY 66 T’

06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFY 66 T’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFY 66 T’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFY 66 T’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFY 66 T’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFY 66 T’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFY 66 T’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

14.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Reclassified from wagon ‘RQFF 66 M’ to ’ wagon ‘RQFY 66 T’.

RQFF 68

15.09.1995 Reclassified from wagon ‘RQFF 68 H’ to ’ wagon ‘RQFY 68 Y’.

RQFF 69

09.11.1995 Reclassified from wagon ‘RQFF 69 Q’ to ’ wagon ‘RQFY 69 A’.

RQFF 70

24.11.1995 Reclassified from wagon ‘RQFF 70 M’ to ’ wagon ‘RQFY 70 T’.

RQFF 71

06.12.1995 Reclassified from wagon ‘RQFF 71 V’ to ’ wagon ‘RQFY 71 F’.

RQFF 72

25.03.1992 Repair ‘HANDBRAKE HANDLE’.
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25.03.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘RQFX 72 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQFX 72 K’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 72 K’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 72 K’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFX 72 K’
25.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

08.11.1995 Reclassified from wagon ‘RQFF 72 H’ to ’ wagon ‘RQFY 72 Y’.

RQFF 73

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

25.01.1996 Reclassified from wagon ‘RQFF 73 Q’ to ’ wagon ‘RQFY 73 A’.

RQFF 74

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

22.05.1996 Reclassified from wagon ‘RQFF 74 C’ to ’ wagon ‘RQFY 74 J’.
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RQFF 75

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

05.11.1995 Reclassified from wagon ‘RQFF 75 L’ to ’ wagon ‘RQFY 75 S’.

RQFF 76

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

20.10.1995 Reclassified from wagon ‘RQFF 76 U’ to ’ wagon ‘RQFY 76 E’.

RQFF 77

05.12.1996 Reclassified from wagon ‘RQFF 77 G’ to ’ wagon ‘RQFY 77 N’.

RQFF 78

29.11.1995 Reclassified from wagon ‘RQFF 78 P’ to ’ wagon ‘RQFY 78 W’.

RQFF 79

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

15.04.1996 Reclassified from wagon ‘RQFF 79 B’ to ’ wagon ‘RQFY 79 X’.

RQFF 80

09.02.1996 Reclassified from wagon ‘RQFF 80 U’ to ’ wagon ‘RQFY 80 E’.
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RQFF 81

26.10.1995 Reclassified from wagon ‘RQFF 81 G’ to ’ wagon ‘RQFY 81 N’.

RQFF 82

10.10.1995 Reclassified from wagon ‘RQFF 82 P’ to ’ wagon ‘RQFY 82 W’.

RQFF 83

18.12.1995 Reclassified from wagon ‘RQFF 83 B’ to ’ wagon ‘RQFY 83 X’.

RQFF 84

28.10.1990 Repair ‘VEHICLE RECLASSIFY’.
28.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 84 K’
29.01.1991 Repair ‘STEP’.
29.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 84 K’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
04.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
06.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
30.11.1991 Repair ‘WHEEL SET’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
03.01.1992 Repair ‘WHEEL SET’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Repair ‘WHEEL SET’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
31.08.1993 Repair ‘YOKE CARRIER’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 84 K’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
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29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 84 K’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
04.03.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
25.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 84 K’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 84 K’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 84 K’
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 84 K’
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

20.10.1995 Reclassified from wagon ‘RQFF 84 K’ to ’ wagon ‘RQFY 84 R’.

RQFF 85

24.11.1995 Reclassified from wagon ‘RQFF 85 T’ to ’ wagon ‘RQFY 85 D’.

RQFF 86

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
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‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.11.1995 Reclassified from wagon ‘RQFF 86 F’ to ’ wagon ‘RQFY 86 M’.

RQFF 87

16.10.1995 Reclassified from wagon ‘RQFF 87 Y’ to ’ wagon ‘RQFY 87 V’.

RQFF 88

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

20.10.1995 Reclassified from wagon ‘RQFF 88 A’ to ’ wagon ‘RQFY 88 H’.

RQFF 89

25.01.1996 Reclassified from wagon ‘RQFF 89 J’ to ’ wagon ‘RQFY 89 Q’.

RQFF 90

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

23.10.1995 Reclassified from wagon ‘RQFF 90 F’ to ’ wagon ‘RQFY 90 M’.

RQFF 91

17.10.1995 Reclassified from wagon ‘RQFF 91 Y’ to ’ wagon ‘RQFY 91 V’.

RQFF 92

24.11.1995 Reclassified from wagon ‘RQFF 92 A’ to ’ wagon ‘RQFY 92 H’.

RQFF 93

09.11.1995 Reclassified from wagon ‘RQFF 93 J’ to ’ wagon ‘RQFY 93 Q’.

RQFF 94

09.11.1995 Reclassified from wagon ‘RQFF 94 S’ to ’ wagon ‘RQFY 94 C’.
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RQFF 95

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

05.11.1995 Reclassified from wagon ‘RQFF 95 E’ to ’ wagon ‘RQFY 95 L’.

RQFF 96

06.10.1995 Reclassified from wagon ‘RQFF 96 N’ to ’ wagon ‘RQFY 96 U’.

RQFF 97

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

08.12.1995 Reclassified from wagon ‘RQFF 97 W’ to ’ wagon ‘RQFY 97 G’.

RQFF 98

16.01.1997 Reclassified from wagon ‘RQFF 98 X’ to ’ wagon ‘RQFY 98 P’.

RQFF 99

12.10.1995 Reclassified from wagon ‘RQFF 99 R’ to ’ wagon ‘RQFY 99 B’.

RQFF 100

09.02.1996 Reclassified from wagon ‘RQFF 100 J’ to ’ wagon ‘RQFY 100 Q’.

RQFF 101

18.09.1995 Reclassified from wagon ‘RQFF 101 S’ to ’ wagon ‘RQFY 101 C’.

RQFF 102

10.11.1995 Reclassified from wagon ‘RQFF 102 E’ to ’ wagon ‘RQFY 102 L’.
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RQFF 103

18.10.1995 Reclassified from wagon ‘RQFF 103 N’ to ’ wagon ‘RQFY 103 U’.

RQFF 104

16.01.1997 Reclassified from wagon ‘RQFF 104 W’ to ’ wagon ‘RQFY 104 G’.

RQFF 105

27.10.1995 Reclassified from wagon ‘RQFF 105 X’ to ’ wagon ‘RQFY 105 P’.

RQFF 106

05.10.1995 Reclassified from wagon ‘RQFF 106 R’ to ’ wagon ‘RQFY 106 B’.

RQFF 107

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.11.1995 Reclassified from wagon ‘RQFF 107 D’ to ’ wagon ‘RQFY 107 K’.

RQFF 108

16.01.1996 Reclassified from wagon ‘RQFF 108 M’ to ’ wagon ‘RQFY 108 T’.

RQFF 109

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

08.12.1995 Reclassified from wagon ‘RQFF 109 V’ to ’ wagon ‘RQFY 109 F’.

RQFF 110

20.09.1995 Reclassified from wagon ‘RQFF 110 R’ to ’ wagon ‘RQFY 110 B’.
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RQFF 111

16.01.1997 Reclassified from wagon ‘RQFF 111 D’ to ’ wagon ‘RQFY 111 K’.

RQFF 112

25.01.1996 Reclassified from wagon ‘RQFF 112 M’ to ’ wagon ‘RQFY 112 T’.

RQFF 113

08.11.1995 Reclassified from wagon ‘RQFF 113 V’ to ’ wagon ‘RQFY 113 F’.

RQFF 114

29.11.1995 Reclassified from wagon ‘RQFF 114 H’ to ’ wagon ‘RQFY 114 Y’.

RQFF 115

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

13.10.1995 Reclassified from wagon ‘RQFF 115 Q’ to ’ wagon ‘RQFY 115 A’.

RQFF 117

24.11.1995 Reclassified from wagon ‘RQFF 117 L’ to ’ wagon ‘RQFY 117 S’.

RQFF 118

07.10.1995 Reclassified from wagon ‘RQFF 118 U’ to ’ wagon ‘RQFY 118 E’.

RQFF 119

13.12.1995 Reclassified from wagon ‘RQFF 119 G’ to ’ wagon ‘RQFY 119 N’.

RQFF 120

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.
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31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

23.11.1995 Reclassified from wagon ‘RQFF 120 C’ to ’ wagon ‘RQFY 120 J’.

RQFF 122

06.12.1995 Reclassified from wagon ‘RQFF 122 U’ to ’ wagon ‘RQFY 122 E’.

RQFF 123

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

04.10.1995 Reclassified from wagon ‘RQFF 123 G’ to ’ wagon ‘RQFY 123 N’.

RQFF 124

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

20.10.1995 Reclassified from wagon ‘RQFF 124 P’ to ’ wagon ‘RQFY 124 W’.

RQFF 125

13.12.1995 Reclassified from wagon ‘RQFF 125 B’ to ’ wagon ‘RQFY 125 X’.

RQFF 126

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO
STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
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‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

05.11.1995 Reclassified from wagon ‘RQFF 126 K’ to ’ wagon ‘RQFY 126 R’.

RQFF 128

13.10.1995 Reclassified from wagon ‘RQFF 128 F’ to ’ wagon ‘RQFY 128 M’.

RQFF 129

07.12.1995 Reclassified from wagon ‘RQFF 129 Y’ to ’ wagon ‘RQFY 129 V’.

RQFF 130

16.10.1995 Reclassified from wagon ‘RQFF 130 K’ to ’ wagon ‘RQFY 130 R’.

RQFF 131

10.11.1995 Reclassified from wagon ‘RQFF 131 T’ to ’ wagon ‘RQFY 131 D’.

RQFF 132

16.10.1995 Reclassified from wagon ‘RQFF 132 F’ to ’ wagon ‘RQFY 132 M’.

RQFF 133

06.12.1995 Reclassified from wagon ‘RQFF 133 Y’ to ’ wagon ‘RQFY 133 V’.

RQFF 134

19.09.1995 Reclassified from wagon ‘RQFF 134 A’ to ’ wagon ‘RQFY 134 H’.

RQFF 135

15.09.1995 Reclassified from wagon ‘RQFF 135 J’ to ’ wagon ‘RQFY 135 Q’.

RQFX 1

Details: wagon ‘RQFX 1 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

Capacity of 58 tonnes

16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1990 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Repair ‘BRAKE LEVER’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1990 Repair ‘WHEEL SET’.
16.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 1 S’
07.11.1990 Repair ‘END HOSE’.
07.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 1 S’
23.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 1 S’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 1 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 1 S’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 2

05.08.1994 Reclassified from wagon ‘RQFX 2 A’ to ’ wagon ‘RQFY 2 E’.

RQFX 5

Details: wagon ‘RQFX 5 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

09.12.1992 Repair ‘BODY COMPLETE’.
09.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘VQFX 5 X’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BRAKE LEVER’.
06.01.1993 Repair ‘BRAKE PULL ROD’.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 5 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VQFX 5 X’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 6

Details: wagon ‘RQFX 6 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX
BSG Code: VXQZ

Capacity of 58 tonnes

07.02.1990 Repair ‘HANDRAILS’.
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07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 6 R’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1990 Repair ‘BRANCH PIPE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 6 R’
07.07.1993 Repair ‘BRAKE LEVER’.
07.07.1993 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 6 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 6 R’
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘VQFX 6 R’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 7

Details: wagon ‘RQFX 7 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 7 D’
17.08.1989 Repair ‘STEP’.
17.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 7 D’
23.04.1990 Repair ‘HANDRAILS END’.
23.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 7 D’
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25.06.1990 Repair ‘STEP’.
25.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 7 D’
15.10.1990 Repair ‘STEP’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 7 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 7 D’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 9

Details: wagon ‘RQFX 9 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘AXLEBOX’.
26.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘WHEEL SET’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 9 V’
30.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 9 V’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘BRAKE LEVER’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 9 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
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05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘VQFX 9 V’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 10

21.04.1995 Reclassified from wagon ‘RQFX 10 N’ to ’ wagon ‘RQFF 10 K’.

RQFX 11

Details: wagon ‘RQFX 11 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1989 Repair ‘BOGIE SPRING’.
05.07.1989 Repair ‘BRAKE PULL ROD’.
05.07.1989 Repair ‘BRANCH PIPE’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1989 Repair ‘STEP’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 11 D’
20.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 11 D’
26.01.1990 Repair ‘HANDRAILS END’.
26.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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26.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘VQFX 11 D’

26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 11 D’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BRANCH PIPE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 11 D’
30.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 11 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 11 D’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 12

Details: wagon ‘RQFX 12 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 12 M
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.
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27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 12 F’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 12 F’
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 12 F’
27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE RECLASSIFY’.
27.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 12 F’

RQFX 14

Details: wagon ‘RQFX 14 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX
BSG Code: VXQZ

Capacity of 58 tonnes

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 14 H’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 14 H’
14.11.1993 Repair ‘STEP’.
14.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 14 H’
15.11.1993 Repair ‘END HOSE’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 14 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
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23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 14 H’
18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘VQFX 14 H’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 15

21.04.1995 Reclassified from wagon ‘RQFX 15 M’ to ’ wagon ‘RQFF 15 J’.

RQFX 17

30.03.1994 Alteration ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New class: ‘RQFY’.
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
28.11.1994 Reclassified from wagon ‘RQFX 17 H’ to ’ wagon ‘RQFF 17 E’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
26.05.1995 Reclassified from wagon ‘RQFX 17 H’ to ’ wagon ‘RQFY 17 L’.

RQFX 18

Details: wagon ‘RQFX 18 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘WHEEL SET’.
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19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 18 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 18 U’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 20

Details: wagon ‘RQFX 20 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

13.10.1993 Repair ‘YOKE CARRIER’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 20 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VQFX 20 C’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 21

Details: wagon ‘RQFX 21 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 21 L’
01.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.01.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VQFX 21 L’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 21 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘VQFX 21 L’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 22

Details: wagon ‘RQFX 22 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 58 tonnes

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘BRAKE PULL ROD’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 22 U’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 22 U’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQFX 22 U’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘YOKE CARRIER’.
23.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘VQFX 22 U’
12.11.1993 Repair ‘HANDRAILS’.
12.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘VQFX 22 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 22 U’
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 22 U’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 23

Details: wagon ‘RQFX 23 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 23 G’
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 23 G’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 24

Details: wagon ‘RQFX 24 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
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20.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.02.1991 Repair ‘TRAIN PIPE (END)’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 24 P’
18.11.1992 Repair ‘STEP’.
18.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQFX 24 P’
20.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
20.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 24 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 24 P’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 25

17.05.1995 Reclassified from wagon ‘RQFX 25 U’ to ’ wagon ‘RQFF 25 R’.

RQFX 26

Details: wagon ‘RQFX 26 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 26 K’
30.10.1989 Repair ‘STEP’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 26 K’
18.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 26 K’
19.11.1993 Repair ‘STEP’.
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19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 26 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 26 K’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 27

Details: wagon ‘RQFX 27 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 27 T’
26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 27 T’
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 27 T’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 27 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 27 T’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
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27.04.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 28

Details: wagon ‘RQFX 28 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

01.09.1991 Repair ‘YOKE CARRIER’.
01.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 28 F’
04.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 28 F’
09.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 28 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 28 F’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 29

Details: wagon ‘RQFX 29 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘TRAIN PIPE (END)’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 29 Y’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Repair ‘BRAKE PULL ROD’.
09.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.10.1990 Repair ‘BRANCH PIPE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 29 Y’
08.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 29 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 29 Y’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 30

Details: wagon ‘RQFX 30 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 30 K’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 30 K’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 31

11.05.1995 Reclassified from wagon ‘RQFX 31 P’ to ’ wagon ‘RQFF 31 M’.

RQFX 32

Details: wagon ‘RQFX 32 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1993 Repair ‘COUPLER KNUCKLE’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
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04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 32 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 32 F’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 33

20.04.1995 Reclassified from wagon ‘RQFX 33 K’ to ’ wagon ‘RQFF 33 H’.

RQFX 34

Details: wagon ‘RQFX 34 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

07.02.1990 Repair ‘STEP’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 34 A’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
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09.01.1992 Repair ‘TRAIN PIPE (END)’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 34 A’
20.11.1993 Repair ‘HANDBRAKE HANDLE’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 34 A’
16.12.1993 Repair ‘HANDRAILS END’.
16.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 34 A’
20.02.1994 Repair ‘HANDRAILS END’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 34 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 34 A’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 35

Details: wagon ‘RQFX 35 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 35 J’
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22.11.1989 Repair ‘SIDE STEP’.
22.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 35 J’
03.01.1991 Repair ‘SIDE STEP’.
03.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 35 J’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BEARINGS’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 35 J’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARINGS’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 35 J’
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1993 Repair ‘BOGIE COMPLETE’.
01.11.1993 Repair ‘BRAKE BLOCK RB95’.
01.11.1993 Repair ‘BRAKE CONTROL PIPE’.
01.11.1993 Repair ‘BRANCH PIPE’.
01.11.1993 Repair ‘COUPLER KNUCKLE’.
01.11.1993 Repair ‘HANDRAILS’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 35 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VQFX 35 J’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 36

Details: wagon ‘RQFX 36 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 36 S’
15.08.1990 Repair ‘HANDRAILS’.
15.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 36 S’
17.10.1992 Repair ‘HANDRAILS’.
17.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 36 S’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘STEP’.
27.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘VQFX 36 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VQFX 36 S’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 37

Details: wagon ‘RQFX 37 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

22.05.1993 Repair ‘STEP’.
22.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 37 E’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 37 E’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 37 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
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22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 37 E’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.

RQFX 38

Details: wagon ‘RQFX 38 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 38 N’
02.01.1992 Repair ‘HANDRAILS’.
02.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 38 N’
30.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 38 N’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 38 N’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 38 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Perth’ with a previous code of wagon ‘VQFX 38 N’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
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RQFX 39

Details: wagon ‘RQFX 39 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

19.03.1990 Repair ‘STEP’.
19.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFX 39 W’
16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘WHEEL SET’.
16.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 39 W’
12.03.1993 Repair ‘BOGIE BEARERS’.
12.03.1993 Repair ‘SIDE BEARER’.
12.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 39 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQFX 39 W’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 40

Details: wagon ‘RQFX 40 Y’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRANCH PIPE’.
03.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQFX 40 S’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRANCH PIPE’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 40 S’
14.05.1992 Repair ‘HANDRAILS’.
14.05.1992 Repair ‘SIDE STEP’.
14.05.1992 Repair ‘STEP’.
14.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 40 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
24.08.1994 Repair ‘VEHICLE RECLASSIFY’.
24.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘VQFX 40 S’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 41

Details: wagon ‘RQFX 41 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

17.11.1989 Repair ‘END HOSE’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 41 E’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘BRAKE PULL ROD’.
19.01.1990 Repair ‘BRANCH PIPE’.
19.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 41 E’
08.09.1993 Repair ‘BOGIE SPRING’.
08.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 41 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VQFX 41 E’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 44

Details: wagon ‘RQFX 44 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes
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20.04.1993 Repair ‘HANDRAILS’.
20.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 44 X’
04.06.1993 Repair ‘HANDRAILS’.
04.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 44 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 44 X’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 45

Details: wagon ‘RQFX 45 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

04.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 45 R’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1991 Repair ‘STEP’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 45 R’
30.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 45 R’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘VQFX 45 R’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 46

Details: wagon ‘RQFX 46 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘HANDRAILS’.
12.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1990 Repair ‘STEP’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 46 D’
21.05.1993 Repair ‘HANDRAILS’.
21.05.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 46 D’
14.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1993 Repair ‘COUPLER COMPLETE’.
14.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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14.06.1993 Repair ‘COUPLER KNUCKLE’.
14.06.1993 Repair ‘EMPTY LOAD VALVE’.
14.06.1993 Repair ‘GRADE CONTROL VALVE’.
14.06.1993 Repair ‘HANDRAILS END’.
14.06.1993 Repair ‘STEP’.
14.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 46 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 46 D’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 47

08.05.1995 Reclassified from wagon ‘RQFX 47 X’ to ’ wagon ‘RQFF 47 F’.

RQFX 48

Details: wagon ‘RQFX 48 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

14.11.1991 Repair ‘SIDE STEP’.
14.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 48 V’
06.01.1992 Repair ‘END HOSE’.
06.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 48 V’
01.03.1993 Repair ‘STEP’.
01.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 48 V’

16988



2.704. Wagon classification starting with ‘RQF’

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 48 V’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.

RQFX 50

Details: wagon ‘RQFX 50 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

21.10.1989 Repair ‘HANDRAILS END’.
21.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 50 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 50 D’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
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RQFX 51

Details: wagon ‘RQFX 51 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 51 M’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
13.01.1994 Repair ‘WHEEL SET’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 51 M’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 51 M’
18.03.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 51 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQFX 51 M’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 52

Details: wagon ‘RQFX 52 R’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

13.01.1993 Repair ‘BRANCH PIPE’.
13.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.01.1993 Repair ‘COUPLER KNUCKLE’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 52 V’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 52 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 52 V’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 53

Details: wagon ‘RQFX 53 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

12.12.1994 Repair ‘VEHICLE RECLASSIFY’.
12.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 53 H’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.

RQFX 54

21.04.1995 Reclassified from wagon ‘RQFX 54 M’ to ’ wagon ‘RQFF 54 J’.

RQFX 56

Details: wagon ‘RQFX 56 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘VQFX 56 L’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
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RQFX 57

Details: wagon ‘RQFX 57 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘VQFX 57 U’
20.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 60

Details: wagon ‘RQFX 60 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQFX 60 L’
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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08.05.1991 Repair ‘HANDBRAKE HANDLE’.
08.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 60 L’
08.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 60 L’
10.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFX 60 L’
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 60 L’
20.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Repair ‘SIDE BEARER’.
20.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQFX 60 L’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘WHEEL SET’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 60 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘VQFX 60 L’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 61

21.04.1995 Reclassified from wagon ‘RQFX 61 Q’ to ’ wagon ‘RQFF 61 N’.

RQFX 67

Details: wagon ‘RQFX 67 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘AXLEBOX’.
25.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQFX 67 F’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1991 Repair ‘BRAKE LEVER’.
04.06.1991 Repair ‘BRAKE PULL ROD’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1991 Repair ‘WHEEL SET’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 67 F’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 67 F’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BOGIE COMPLETE’.
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 67 F’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRANCH PIPE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQFX 67 F’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQFX 67 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFX 67 F’
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFX 72

20.04.1995 Reclassified from wagon ‘RQFX 72 K’ to ’ wagon ‘RQFF 72 H’.
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RQFY 2

Details: wagon ‘RQFY 2 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 58 tonnes

12.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 2 A’
13.03.1991 Repair ‘STEP’.
13.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQFX 2 A’
21.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 2 A’
01.02.1992 Repair ‘STEP’.
01.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 2 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE RECLASSIFY’.
04.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 2 A’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 2 A’
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFX 2 A’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
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10.11.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 3

Details: wagon ‘RQFY 3 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

15.05.1991 Repair ‘SIDE STEP’.
15.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 3 G’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Repair ‘BRAKE LEVER’.
05.11.1991 Repair ‘BRANCH PIPE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 3 G’
19.12.1992 Repair ‘SIDE STEP’.
19.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 3 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 3 G’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 3 G’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 3 G’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 3 G’
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07.10.1995 Repair ‘VEHICLE RECLASSIFY’.
07.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 3 G’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 4

Details: wagon ‘RQFY 4 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 73 tonnes

15.08.1991 Repair ‘SIDE STEP’.
15.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 4 P’
04.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 4 P’
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 4 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 4 P’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 4 P’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 4 P’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

08.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 4 P’
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 4 P’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
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‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 4 P’

RQFY 8

Details: wagon ‘RQFY 8 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
01.07.1991 Repair ‘HANDRAILS’.
01.07.1991 Repair ‘SIDE STEP’.
01.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 8 F’
10.07.1991 Repair ‘HANDRAILS END’.
10.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 8 F’
31.03.1992 Repair ‘HANDRAILS’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
29.04.1992 Repair ‘HANDRAILS’.
29.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 8 F’
30.03.1993 Repair ‘HANDRAILS’.
30.03.1993 Repair ‘SIDE STEP’.
30.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 8 F’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQFF 8 F’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
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24.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQFF 8 F’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 8 F’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 8 F’
16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 8 F’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

20.11.1995 Repair ‘VEHICLE RECLASSIFY’.
20.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 8 F’
15.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 10

Details: wagon ‘RQFY 10 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 10 K
BSG Code: VXQZ
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Capacity of 58 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 10 K’
10.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 13

Details: wagon ‘RQFY 13 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 73 tonnes

11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 13 Y’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘VEHICLE COMPLETE’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 13 Y’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘TRAIN PIPE’.
19.10.1993 Repair ‘WEAR PLATES & SADDLES’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQFF 13 Y’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘WHEEL SET’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 13 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQFF 13 Y’
05.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 13 Y’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

06.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
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06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 13 Y’
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 13 Y’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

07.10.1995 Repair ‘VEHICLE RECLASSIFY’.
07.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 13 Y’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 15

Details: wagon ‘RQFY 15 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 15 J
BSG Code: VXQZ

Capacity of 58 tonnes

15.11.1995 Repair ‘VEHICLE RECLASSIFY’.
15.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 15 J’
20.11.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 16

Details: wagon ‘RQFY 16 C’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

02.11.1993 Repair ‘END HOSE’.
02.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 16 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 16 S’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 16 S’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 16 S’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 16 S’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

27.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 16 S’
13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 16 S’
24.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 17

Details: wagon ‘RQFY 17 L’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQFF 17 E / RQFX 17 H
BSG Code: VXQZ

Capacity of 58 tonnes

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 17 H’
09.12.1991 Repair ‘HANDRAILS’.
09.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFX 17 H’
25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFX 17 H’
01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFX 17 H’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFX 17 H’
26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFX 17 H’
10.09.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 19

Details: wagon ‘RQFY 19 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 58 tonnes

25.01.1990 Repair ‘HANDRAILS END’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 19 W’
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 19 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQFF 19 W’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 19 W’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 19 W’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 19 W’
26.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 19 W’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 19 W’
18.10.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 25

Details: wagon ‘RQFY 25 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
Remarks: EX RQFF 25 R
BSG Code: VXQZ

Capacity of 58 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 25 R’
19.11.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 31

Details: wagon ‘RQFY 31 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 31 M
BSG Code: VXQZ

Capacity of 58 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 31 M’
19.11.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 33

Details: wagon ‘RQFY 33 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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2.704. Wagon classification starting with ‘RQF’

Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 33 H
BSG Code: VXQZ

Capacity of 58 tonnes

23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 33 H’

RQFY 42

Details: wagon ‘RQFY 42 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

17.08.1989 Repair ‘BRANCH PIPE’.
17.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
21.09.1990 Repair ‘STEP’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 42 G’
19.11.1991 Repair ‘HANDRAILS’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 42 G’
13.02.1993 Repair ‘SIDE STEP’.
13.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 42 G’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE BLOCK RB95’.
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2. TIMS GROUP INFORMATION - WAGONS

18.12.1993 Repair ‘BRANCH PIPE’.
18.12.1993 Repair ‘COUPLER KNUCKLE’.
18.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 42 G’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 42 G’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 42 G’
31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
25.06.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 42 G’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

26.09.1995 Repair ‘VEHICLE RECLASSIFY’.
26.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 42 G’
04.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 47

Details: wagon ‘RQFY 47 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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2.704. Wagon classification starting with ‘RQF’

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 47 F
BSG Code: VXQZ

Capacity of 73 tonnes

23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 47 F’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 49

Details: wagon ‘RQFY 49 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

02.02.1992 Repair ‘HANDRAILS END’.
02.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 49 A’
07.02.1993 Repair ‘TRAIN PIPE’.
07.02.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘RQFF 49 A’
23.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘RQFF 49 A’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 49 A’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQFF 49 A’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 49 A’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 49 A’
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 49 A’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 49 A’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

18.12.1995 Repair ‘VEHICLE RECLASSIFY’.
18.12.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 49 A’
11.03.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 54

Details: wagon ‘RQFY 54 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 54 J
BSG Code: VXQZ

Capacity of 58 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
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2.704. Wagon classification starting with ‘RQF’

08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQFF 54 J’

14.05.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 55

Details: wagon ‘RQFY 55 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 55 C / RQFF 55 S
BSG Code: VXQQ

Capacity of 57 tonnes

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 55 S’
02.09.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 58

Details: wagon ‘RQFY 58 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes
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23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘WHEEL SET’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 58 W’
26.06.1992 Repair ‘STEP’.
26.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 58 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 58 W’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 58 W’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 58 W’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 58 W’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 58 W’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 58 W’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 58 W’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

14.09.1995 Repair ‘VEHICLE RECLASSIFY’.
14.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 58 W’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 59

Details: wagon ‘RQFY 59 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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2.704. Wagon classification starting with ‘RQF’

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1989 Repair ‘BRAKE PULL ROD’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1989 Repair ‘STEP’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 59 X’
09.02.1991 Repair ‘HANDRAILS’.
09.02.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 59 X’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQFF 59 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
05.06.1994 Repair ‘VEHICLE RECLASSIFY’.
05.06.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQFF 59 X’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 59 X’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 59 X’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

11.10.1995 Repair ‘VEHICLE RECLASSIFY’.
11.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 59 X’
22.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 61

Details: wagon ‘RQFY 61 U’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 61 N
BSG Code: VXQZ

Capacity of 58 tonnes

18.11.1995 Repair ‘VEHICLE RECLASSIFY’.
18.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 61 N’
05.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 62

Details: wagon ‘RQFY 62 G’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX62 G
BSG Code: VXQZ

Capacity of 73 tonnes

14.07.1990 Repair ‘VEHICLE RECLASSIFY’.
14.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 62 W’
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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04.02.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘WHEEL SET’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
20.07.1991 Repair ‘SIDE STEP’.
20.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
21.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
11.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
11.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
24.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BRAKE LEVER’.
17.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1993 Repair ‘WHEEL SET’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BEARINGS’.
24.06.1993 Repair ‘UNDERFRAME COMPLETE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 62 W’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
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24.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 62 W’

01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 62 W’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 62 W’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

06.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 62 W’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 62 W’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 62 W’
06.11.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 63

Details: wagon ‘RQFY 63 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX
BSG Code: VXQZ

Capacity of 73 tonnes

21.08.1990 Repair ‘CENTRE SILL’.
21.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 63 X’
03.03.1992 Repair ‘HANDRAILS END’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 63 X’
27.03.1993 Repair ‘STEP’.
27.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 63 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New

class: ‘RQFX’.
04.11.1994 Repair ‘VEHICLE RECLASSIFY’.
04.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 63 X’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 63 X’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

06.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 63 X’
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 63 X’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

28.11.1995 Repair ‘VEHICLE RECLASSIFY’.
28.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 63 X’

RQFY 64

Details: wagon ‘RQFY 64 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 58 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New
class: ‘RQFX’.

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 64 R’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 64 R’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 64 R’
27.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 64 R’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

11.10.1995 Repair ‘VEHICLE RECLASSIFY’.
11.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 64 R’
22.10.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 65

Details: wagon ‘RQFY 65 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX65K
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BSG Code: VXQZ

20.05.1990 Repair ‘VEHICLE RECLASSIFY’.
20.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 65 D’
21.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
17.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 65 D’
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
26.07.1992 Repair ‘STEP’.
26.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
25.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
29.05.1993 Repair ‘YOKE CARRIER’.
29.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
09.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
09.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1993 Repair ‘YOKE CARRIER’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 65 D’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQFF 65 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 65 D’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 65 D’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 65 D’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 65 D’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 65 D’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
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‘RQFF’.
26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 65 D’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

06.12.1995 Repair ‘VEHICLE RECLASSIFY’.
06.12.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 65 D’

RQFY 66

Details: wagon ‘RQFY 66 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX 66 T / RQFF 66 M
BSG Code: VXQZ

Capacity of 57 tonnes

20.04.1995 Reclassified from wagon ‘RQFY 66 T’ to ’ wagon ‘RQFF 66 M’.
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 66 M’
07.12.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 68

Details: wagon ‘RQFY 68 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX 68 Y
BSG Code: VXQZ

Capacity of 73 tonnes

26.05.1990 Repair ‘VEHICLE RECLASSIFY’.
26.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 68 H’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BRANCH PIPE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 68 H’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
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10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 68 H’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 68 H’
28.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 68 H’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 68 H’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

15.09.1995 Repair ‘VEHICLE RECLASSIFY’.
15.09.1995 Repair ‘VEHICLE RECLASSIFY’.
15.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 68 H’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 69

Details: wagon ‘RQFY 69 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 69 A
BSG Code: VBQQ

04.07.1990 Repair ‘VEHICLE RECLASSIFY’.
04.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 69 Q’
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
02.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
04.05.1991 Repair ‘BRAKE BLOCK RB95’.
04.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
13.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
20.10.1991 Repair ‘SIDE SILL’.
20.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
12.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
16.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
26.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARINGS’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 69 Q’
13.02.1993 Repair ‘HANDRAILS’.
13.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 69 Q’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 69 Q’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 69 Q’
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13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 69 Q’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 69 Q’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 69 Q’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 69 Q’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

25.04.1995 Repair ‘BOGIE COMPLETE’.
25.04.1995 Repair ‘VEHICLE RECLASSIFY’.
25.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 69 Q’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 69 Q’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 70

Details: wagon ‘RQFY 70 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 73 tonnes

12.05.1990 Repair ‘VEHICLE RECLASSIFY’.
12.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 70 M’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BEARINGS’.
19.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
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19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 70 M’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BEARERS’.
13.12.1990 Repair ‘SIDE BEARER’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 70 M’
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
01.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
15.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
29.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
04.10.1991 Repair ‘SIDE STEP’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
11.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
31.08.1993 Repair ‘YOKE CARRIER’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
20.10.1993 Repair ‘SIDE STEP’.
20.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
30.11.1993 Repair ‘GRADE CONTROL VALVE’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
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15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 70 M’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 70 M’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 70 M’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 70 M’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 70 M’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 70 M’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 70 M’

RQFY 71

Details: wagon ‘RQFY 71 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX71F
BSG Code: VBQQ

Capacity of 73 tonnes
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14.12.1989 Repair ‘VEHICLE RECLASSIFY’.
14.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 71 V’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
05.05.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
14.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
04.12.1990 Repair ‘HANDRAILS’.
04.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
24.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
28.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
27.04.1991 Repair ‘HANDRAILS’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
05.08.1991 Repair ‘HANDRAILS’.
05.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
10.11.1991 Repair ‘TWIST LOCK’.
10.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
21.11.1991 Repair ‘SIDE STEP’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BRAKE LEVER’.
25.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
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24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 71 V’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 71 V’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

05.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 71 V’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 71 V’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

06.12.1995 Repair ‘VEHICLE RECLASSIFY’.
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06.12.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon
‘RQFF 71 V’

01.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 72

Details: wagon ‘RQFY 72 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQFF 72 H
BSG Code: VXQZ

Capacity of 58 tonnes

08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 72 H’

RQFY 73

Details: wagon ‘RQFY 73 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 10.10.1979
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQFF 73 Q
BSG Code: VBQQ
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Capacity of 58 tonnes

22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
24.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 73 Q’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
12.12.1991 Repair ‘WHEEL SET’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
06.02.1992 Repair ‘STEP’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BRAKE LEVER’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
02.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1992 Repair ‘WHEEL SET’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘WHEEL SET’.
16.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
01.06.1993 Repair ‘HANDRAILS END’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 73 Q’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 73 Q’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 73 Q’
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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10.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQFF 73 Q’

25.01.1996 Repair ‘VEHICLE RECLASSIFY’.
25.01.1996 Repair ‘VEHICLE RECLASSIFY’.
25.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 73 Q’
08.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 74

Details: wagon ‘RQFY 74 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX 74J
BSG Code: VXQZ

Capacity of 58 tonnes

20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 74 C’
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
25.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
21.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘STEP’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘TWIST LOCK’.
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21.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
25.05.1991 Repair ‘WHEEL SET’.
25.05.1991 Issued at location ‘Mount Lofty’ with a previous code of wagon

‘RQFF 74 C’
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘WHEEL SET’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
09.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 74 C’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 74 C’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’
05.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 74 C’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 74 C’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 74 C’
25.01.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
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22.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 74 C’

RQFY 75

Details: wagon ‘RQFY 75 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX 75S / RQFF 75 L
BSG Code: VXQZ

Capacity of 57 tonnes

20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 75 L’
22.11.1990 Repair ‘BRAKE BLOCK RB95’.
22.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 75 L’
27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 75 L’
01.03.1992 Repair ‘EMPTY LOAD VALVE’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 75 L’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘COUPLER KNUCKLE’.
03.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1993 Repair ‘WHEEL SET’.
03.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 75 L’
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.11.1993 Repair ‘COUPLER KNUCKLE’.
29.11.1993 Repair ‘WHEEL SET’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 75 L’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 75 L’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 75 L’
27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 75 L’
05.11.1995 Repair ‘VEHICLE RECLASSIFY’.
05.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 75 L’
22.01.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 76

Details: wagon ‘RQFY 76 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 76 E / RQFF 76 U
BSG Code: VBQQ

Capacity of 58 tonnes

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 76 U’
05.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 76 U’
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 76 U’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘WHEEL SET’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 76 U’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 76 U’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 76 U’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 76 U’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 76 U’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 76 U’
30.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
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19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 76 U’
20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 76 U’
28.12.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 77

Details: wagon ‘RQFY 77 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 77 N / RQFF 77 G
BSG Code: VBQQ

Capacity of 73 tonnes

02.01.1990 Repair ‘VEHICLE RECLASSIFY’.
02.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 77 G’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BRANCH PIPE’.
04.10.1991 Repair ‘TRAIN PIPE (END)’.
04.10.1991 Repair ‘VEHICLE COMPLETE’.
04.10.1991 Repair ‘WHEEL SET’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
04.02.1992 Repair ‘WHEEL SET’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
21.02.1992 Repair ‘WHEEL SET’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE COMPLETE’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 77 G’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQFF 77 G’

06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 77 G’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 77 G’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 77 G’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 77 G’
05.05.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 77 G’
31.08.1995 Alteration ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS TO

STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

05.12.1996 Repair ‘VEHICLE RECLASSIFY’.
05.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 77 G’

RQFY 78

Details: wagon ‘RQFY 78 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
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Remarks: EX VQFX 78 W
BSG Code: VBQQ

Capacity of 73 tonnes

19.08.1989 Repair ‘VEHICLE RECLASSIFY’.
19.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 78 P’
10.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
21.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
20.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1990 Repair ‘COUPLER COMPLETE’.
20.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1990 Repair ‘COUPLER KNUCKLE’.
20.10.1990 Repair ‘EMPTY LOAD VALVE’.
20.10.1990 Repair ‘GRADE CONTROL VALVE’.
20.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
15.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
22.03.1991 Repair ‘HANDRAILS END’.
22.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
11.09.1991 Repair ‘HANDRAILS END’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BRANCH PIPE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
02.10.1991 Repair ‘WHEEL SET’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
28.11.1991 Repair ‘HANDRAILS’.
28.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
05.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
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19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 78 P’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
26.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 78 P’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 78 P’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 78 P’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.
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29.11.1995 Repair ‘VEHICLE RECLASSIFY’.
29.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 78 P’
14.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 79

Details: wagon ‘RQFY 79 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX79X—EX RQFF 79 B
BSG Code: VBQQ

Capacity of 58 tonnes

14.01.1992 Repair ‘VEHICLE RECLASSIFY’.
14.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 79 B’
19.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 79 B’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘EMPTY LOAD VALVE’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
30.10.1992 Repair ‘WHEEL SET’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BEARINGS’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
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04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 79 B’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 79 B’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 79 B’
11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 79 B’
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 79 B’
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 79 B’
15.04.1996 Repair ‘VEHICLE RECLASSIFY’.
15.04.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 79 B’
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 80

Details: wagon ‘RQFY 80 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX 80E
BSG Code: VXQZ

16.02.1990 Repair ‘VEHICLE RECLASSIFY’.
16.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 80 U’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
24.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 80 U’
27.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 80 U’
15.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 80 U’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 80 U’
09.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
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29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 80 U’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 80 U’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 80 U’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 80 U’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 80 U’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.02.1996 Repair ‘VEHICLE RECLASSIFY’.
09.02.1996 Issued at location ‘Parkes’ with a previous code of wagon ‘RQFF 80 U’
20.03.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 81

Details: wagon ‘RQFY 81 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 81 N
BSG Code: VBQQ

Capacity of 58 tonnes

20.02.1991 Repair ‘VEHICLE RECLASSIFY’.
20.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 81 G’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.03.1991 Repair ‘BRANCH PIPE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
01.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 81 G’
03.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 81 G’
09.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 81 G’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 81 G’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
09.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
11.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
17.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
25.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
31.08.1993 Repair ‘YOKE CARRIER’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
02.09.1993 Repair ‘WHEEL SET’.
02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
04.12.1993 Repair ‘BRAKE CYLINDER HOSE’.
04.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 81 G’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
08.10.1994 Repair ‘VEHICLE COMPLETE’.

17044



2.704. Wagon classification starting with ‘RQF’

08.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 81 G’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 81 G’
11.05.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 81 G’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

04.09.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 81 G’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 81 G’
06.11.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 82

Details: wagon ‘RQFY 82 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VQFX 82W
BSG Code: VXQQ

15.11.1989 Repair ‘VEHICLE RECLASSIFY’.
15.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 82 P’
30.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.11.1989 Repair ‘BRAKE LEVER’.
30.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1989 Repair ‘WHEEL SET’.
30.11.1989 Issued at location ‘Belair’ with a previous code of wagon ‘RQFF 82 P’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1989 Repair ‘TWIST LOCK’.
04.12.1989 Repair ‘TWIST LOCK’.
04.12.1989 Repair ‘WHEEL SET’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
25.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
16.06.1990 Repair ‘BOGIE SIDEFRAME’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
29.09.1990 Repair ‘END HOSE’.
29.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 82 P’
31.01.1991 Repair ‘STEP’.
31.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 82 P’
08.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
10.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1991 Repair ‘TWIST LOCK’.
10.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
10.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
15.11.1991 Repair ‘BRAKE BLOCK RB95’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
28.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

17046



2.704. Wagon classification starting with ‘RQF’

07.01.1992 Repair ‘WHEEL SET’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
22.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1992 Repair ‘COUPLER KNUCKLE’.
22.08.1992 Repair ‘WHEEL SET’.
22.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
10.06.1993 Repair ‘AXLEBOX’.
10.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 82 P’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 82 P’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

02.05.1995 Repair ‘BOGIE COMPLETE’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 82 P’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 82 P’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

10.10.1995 Repair ‘VEHICLE RECLASSIFY’.
10.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 82 P’
14.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 83

Details: wagon ‘RQFY 83 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 83 X
BSG Code: VBQQ

Capacity of 73 tonnes

22.11.1989 Repair ‘VEHICLE RECLASSIFY’.
22.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 83 B’
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
25.01.1991 Repair ‘STEP’.
25.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Repair ‘BRAKE LEVER’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1991 Repair ‘WHEEL SET’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 83 B’
07.01.1993 Repair ‘HANDRAILS’.
07.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 83 B’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
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20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 83 B’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

02.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 83 B’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 83 B’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

18.12.1995 Repair ‘VEHICLE RECLASSIFY’.
18.12.1995 Issued at location ‘Broken Hill’ with a previous code of wagon ‘RQFF 83 B’
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 84

Details: wagon ‘RQFY 84 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 84 R / RQFF 84 K
BSG Code: VSQQ

Capacity of 58 tonnes

20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 84 K’
11.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 85

Details: wagon ‘RQFY 85 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 85 D
BSG Code: VBQQ

Capacity of 73 tonnes

24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
06.07.1990 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
23.12.1990 Repair ‘BRAKE BLOCK RB95’.
23.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
24.04.1991 Repair ‘STEP’.
24.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
22.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
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19.08.1992 Repair ‘WHEEL SET’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.10.1992 Repair ‘WHEEL SET’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 85 T’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
19.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 85 T’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

06.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 85 T’
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 85 T’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
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24.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon
‘RQFF 85 T’

26.01.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 86

Details: wagon ‘RQFY 86 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 86 M / RQFF 86 F
BSG Code: VXQQ

Capacity of 57 tonnes

23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
21.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
04.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
17.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE LEVER’.
18.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1992 Repair ‘EMPTY LOAD VALVE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 86 F’
03.09.1992 Repair ‘STEP’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 86 F’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 86 F’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 86 F’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 86 F’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 86 F’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 86 F’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 86 F’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 86 F’
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 86 F’
04.06.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 87

Details: wagon ‘RQFY 87 V’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 87 V
BSG Code: VBQQ

16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
29.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
10.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘WHEEL SET’.
14.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
13.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
30.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
29.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
30.11.1991 Repair ‘END HOSE’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
09.01.1992 Repair ‘END HOSE’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
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31.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
02.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
10.03.1992 Repair ‘END HOSE’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
29.04.1993 Repair ‘HANDRAILS’.
29.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
17.08.1993 Repair ‘END HOSE’.
17.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 87 Y’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 87 Y’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 87 Y’
12.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 87 Y’
15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 87 Y’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 87 Y’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
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‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.10.1995 Repair ‘VEHICLE RECLASSIFY’.
16.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 87 Y’
21.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 88

Details: wagon ‘RQFY 88 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 88 H / RQFF 88 A
BSG Code: VXQQ

Capacity of 58 tonnes

05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
01.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
02.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
29.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
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06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
29.08.1990 Repair ‘BOGIE SPRING’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
05.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
11.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1991 Repair ‘WHEEL SET’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 88 A’
18.09.1991 Repair ‘END BRAKE COCK’.
18.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 88 A’
09.09.1992 Repair ‘HANDRAILS END’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 88 A’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 88 A’
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 88 A’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 88 A’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 88 A’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 88 A’
20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 88 A’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 88 A’
20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
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20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQFF 88 A’

30.03.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 89

Details: wagon ‘RQFY 89 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 73 tonnes

20.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BEARINGS’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1990 Repair ‘HANDBRAKE HANDLE’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
21.11.1990 Repair ‘END HOSE’.
21.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
01.12.1990 Repair ‘BRAKE BLOCK RB95’.
01.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘FLOOR SHEETING’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘WHEEL SET’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
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13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘WHEEL SET’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
22.05.1991 Repair ‘WHEEL SET’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
30.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
03.01.1992 Repair ‘WHEEL SET’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 89 J’
15.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 89 J’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

30.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 89 J’
02.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 89 J’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

25.01.1996 Repair ‘VEHICLE RECLASSIFY’.
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25.01.1996 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQFF 89 J’

08.02.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 90

Details: wagon ‘RQFY 90 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQFX 90 / VQFY 90 Q / RQFF 90 F
BSG Code: VXQZ

Capacity of 22 tonnes

17.09.1994 Repair ‘VEHICLE RECLASSIFY’.
17.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 90 F’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 90 F’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 90 F’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 90 F’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 90 F’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 90 F’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 90 F’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 90 F’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 90 F’
20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 90 F’
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
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23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQFF 90 F’

10.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 91

Details: wagon ‘RQFY 91 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
28.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
18.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 91 Y’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK OTHER’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
31.05.1993 Repair ‘WHEEL SET’.
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31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK OTHER’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
27.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 91 Y’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 91 Y’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 91 Y’
09.05.1995 Repair ‘VEHICLE COMPLETE’.
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09.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
07.06.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 91 Y’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

03.09.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 91 Y’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 91 Y’
25.10.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 92

Details: wagon ‘RQFY 92 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 92 H / RQFY 92 H
BSG Code: VBQQ

Capacity of 73 tonnes

15.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFY 92 L’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
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04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 92 L’
20.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFY 92 L’
03.05.1990 Repair ‘END HOSE’.
03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQFY 92 L’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘BRAKE LEVER’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘VEHICLE COMPLETE’.
08.05.1990 Repair ‘WHEEL SET’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 92 L’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BEARINGS’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 92 L’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘WHEEL SET’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 92 L’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘TRAIN PIPE (END)’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 92 L’
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘COUPLER KNUCKLE’.
01.11.1993 Repair ‘TWIST LOCK’.
01.11.1993 Repair ‘WHEEL SET’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 92 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘VQFY 92 L’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
04.05.1995 Repair ‘VEHICLE RECLASSIFY’.
04.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 92 A’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 92 A’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS
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TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 92 A’

RQFY 93

Details: wagon ‘RQFY 93 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 93 Q
BSG Code: VXQQ

21.09.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
21.09.1989 Repair ‘VEHICLE RECLASSIFY’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
21.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 93 J’
22.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
13.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
28.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
02.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
31.03.1993 Repair ‘HANDRAILS’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘WHEEL SET’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
20.02.1994 Repair ‘HANDRAILS’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 93 J’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 93 J’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 93 J’
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 93 J’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 93 J’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 93 J’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
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27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 94

Details: wagon ‘RQFY 94 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 94 C
BSG Code: VBQQ

03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 94 S’
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BRANCH PIPE’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 94 S’
25.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 94 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 94 S’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 94 S’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 94 S’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
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13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 94 S’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 94 S’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 94 S’
21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 94 S’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 94 S’
02.12.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 95

Details: wagon ‘RQFY 95 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 95 L / RQFF 95 E
BSG Code: VBQQ

Capacity of 57 tonnes

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
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26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘WHEEL SET’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
08.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
27.12.1989 Repair ‘HANDRAILS END’.
27.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
18.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
25.08.1990 Repair ‘BRAKE BLOCK RB95’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
04.05.1991 Repair ‘BRAKE BLOCK RB95’.
04.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
03.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘WHEEL SET’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
16.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE LEVER’.
18.08.1992 Repair ‘BRAKE PULL ROD’.
18.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
25.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
16.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘WHEEL SET’.
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14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 95 E’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 95 E’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQFF 95 E’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 95 E’
03.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 95 E’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 95 E’
21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 95 E’
05.11.1995 Repair ‘VEHICLE RECLASSIFY’.
05.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 95 E’

RQFY 96

Details: wagon ‘RQFY 96 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 96
BSG Code: VXQQ
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14.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
19.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
11.12.1991 Repair ‘STEP’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1993 Repair ‘BRAKE PULL ROD’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1993 Repair ‘WHEEL SET’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 96 N’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 96 N’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.
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21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 96 N’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 96 N’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 96 N’
17.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 97

Details: wagon ‘RQFY 97 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 97 G
BSG Code: VXQQ

Capacity of 58 tonnes

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
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04.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1990 Repair ‘HANDBRAKE HANDLE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
08.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
15.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
21.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
25.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
30.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
01.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 97 W’
13.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘COUPLER KNUCKLE’.
03.07.1993 Repair ‘WHEEL SET’.
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BRAKE PULL ROD’.
29.07.1993 Repair ‘COUPLER KNUCKLE’.
29.07.1993 Repair ‘EMPTY LOAD VALVE’.
29.07.1993 Repair ‘GRADE CONTROL VALVE’.
29.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
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31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘WHEEL SET’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 97 W’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
01.03.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 97 W’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 97 W’
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 97 W’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 97 W’
12.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 98

Details: wagon ‘RQFY 98 P’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 98 P
BSG Code: VXQQ

Capacity of 73 tonnes

10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB101’.
02.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
03.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘WHEEL SET’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQFF 98 X’

25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
24.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 98 X’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 98 X’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 98 X’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 98 X’

RQFY 99

Details: wagon ‘RQFY 99 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 99 B
BSG Code: VXQQ

01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRANCH PIPE’.
02.05.1990 Repair ‘TRAIN PIPE (END)’.
02.05.1990 Repair ‘TRAIN PIPE’.
02.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQFF 99 R’
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BOGIE BEARINGS’.
08.10.1990 Repair ‘END HOSE’.
08.10.1990 Repair ‘WHEEL SET’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
15.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
25.01.1991 Repair ‘STEP’.
25.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 99 R’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
17.10.1991 Repair ‘BRAKE BLOCK RB95’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
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23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘WHEEL SET’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Repair ‘WHEEL SET’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘WHEEL SET’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘WHEEL SET’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
29.12.1993 Repair ‘TRAIN PIPE (END)’.
29.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 99 R’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.01.1994 Repair ‘WHEEL SET’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 99 R’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 99 R’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 99 R’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 99 R’
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31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS
TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 99 R’
23.10.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 100

Details: wagon ‘RQFY 100 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 100
BSG Code: VXQQ

08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BEARINGS’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 100 J’
20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
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28.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
02.10.1991 Repair ‘WHEEL SET’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 100 J’
23.01.1993 Repair ‘STEP’.
23.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 100 J’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 100 J’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 100 J’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 100 J’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 100 J’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 100 J’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

09.02.1996 Repair ‘VEHICLE RECLASSIFY’.
09.02.1996 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 100 J’
13.03.1996 Repair ‘VEHICLE COMPLETE’.
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25.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 101

Details: wagon ‘RQFY 101 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 101 C
BSG Code: VXQQ

Capacity of 73 tonnes

04.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘EMPTY LOAD VALVE’.
04.09.1989 Repair ‘GRADE CONTROL VALVE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘WHEEL SET’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 101 S’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1989 Repair ‘WHEEL SET’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 101 S’
02.07.1991 Repair ‘BOGIE SPRING’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 101 S’
01.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 101 S’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 101 S’
24.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 101 S’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New
class: ‘RQFY’.

17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 101 S’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 101 S’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 101 S’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 101 S’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 101 S’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 101 S’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 101 S’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 101 S’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

18.09.1995 Repair ‘VEHICLE RECLASSIFY’.
18.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 101 S’
23.11.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 102

Details: wagon ‘RQFY 102 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 73 tonnes

19.04.1991 Repair ‘BRAKE BLOCK RB95’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
07.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
11.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
06.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
08.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
10.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘WHEEL SET’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘EMPTY LOAD VALVE’.
05.08.1993 Repair ‘GRADE CONTROL VALVE’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘WHEEL SET’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘WHEEL SET’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
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31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RQFF 102 E’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 102 E’
21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

05.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 102 E’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 102 E’
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 102 E’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 102 E’
22.11.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 103

Details: wagon ‘RQFY 103 U’ in AN ‘Mainland Division’.

17084



2.704. Wagon classification starting with ‘RQF’

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 103 U
BSG Code: VBQQ

Capacity of 73 tonnes

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
15.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
17.10.1991 Repair ‘BRAKE BLOCK RB95’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQFF 103 N’

06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 103 N’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 103 N’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 103 N’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 103 N’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 103 N’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

18.10.1995 Repair ‘VEHICLE RECLASSIFY’.
18.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 103 N’
03.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQFY 104

Details: wagon ‘RQFY 104 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 104 G
BSG Code: VBQQ

30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
10.10.1989 Repair ‘BOGIE SIDEFRAME’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
20.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
23.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK RB95’.
03.05.1990 Repair ‘BRANCH PIPE’.
03.05.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘EMPTY LOAD VALVE’.
03.05.1990 Repair ‘GRADE CONTROL VALVE’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Repair ‘TWIST LOCK’.
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03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
09.06.1990 Repair ‘BRAKE BLOCK RB95’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
17.06.1990 Repair ‘BRAKE BLOCK RB95’.
17.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
02.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
26.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
19.08.1991 Repair ‘END HOSE’.
19.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
22.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1992 Repair ‘COUPLER KNUCKLE’.
22.08.1992 Repair ‘EMPTY LOAD VALVE’.
22.08.1992 Repair ‘GRADE CONTROL VALVE’.
22.08.1992 Repair ‘VEHICLE STENCILS’.
22.08.1992 Repair ‘WHEEL SET’.
22.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
02.09.1992 Repair ‘BOGIE BEARINGS’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘END BRAKE COCK’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon
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‘RQFF 104 W’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 104 W’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

01.05.1995 Repair ‘BOGIE COMPLETE’.
01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 104 W’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 104 W’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQFF 104 W’

RQFY 105

Details: wagon ‘RQFY 105 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 105 P
BSG Code: VBQQ

25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
04.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
27.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
11.12.1991 Repair ‘TRAIN PIPE’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘CARD OR CLIP HOLDER’.
17.12.1991 Repair ‘TRAIN PIPE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’
30.08.1993 Repair ‘BOGIE SPRING’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
17.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
26.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 105 X’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’

17090



2.704. Wagon classification starting with ‘RQF’

01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 105 X’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 105 X’
01.06.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 105 X’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

27.10.1995 Repair ‘VEHICLE RECLASSIFY’.
27.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 105 X’
10.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 106

Details: wagon ‘RQFY 106 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 106 B
BSG Code: VBQQ

Capacity of 70 tonnes

22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 106 R’

17.04.1991 Repair ‘BOGIE SIDEFRAME’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 106 R’
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘FLOOR SHEETING’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Repair ‘WHEEL SET’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘COUPLER KNUCKLE’.
17.05.1993 Repair ‘WHEEL SET’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘TRAIN PIPE (END)’.
24.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BRANCH PIPE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQFF 106 R’
22.10.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQFF 106 R’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 106 R’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 106 R’
21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

29.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 106 R’
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
05.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 106 R’
10.02.1996 Repair ‘VEHICLE COMPLETE’.
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RQFY 107

Details: wagon ‘RQFY 107 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 107 K / RQFF 107 D
BSG Code: VXQQ

Capacity of 57 tonnes

30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
04.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
30.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
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23.08.1990 Repair ‘WHEEL SET’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 107 D’
13.09.1990 Repair ‘END HOSE’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
19.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
10.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
24.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
18.12.1992 Repair ‘SIDE STEP’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 107 D’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 107 D’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 107 D’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 107 D’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 107 D’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 107 D’
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27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 107 D’
27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 107 D’
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 107 D’
01.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 108

Details: wagon ‘RQFY 108 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 108 T
BSG Code: VBQQ

Capacity of 73 tonnes

20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
15.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
11.01.1990 Repair ‘BOGIE SPRING’.
11.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
19.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
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28.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
07.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 108 M’
17.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
28.12.1991 Repair ‘BRAKE BLOCK RB95’.
28.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘WHEEL SET’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 108 M’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 108 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 108 M’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 108 M’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
01.03.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 108 M’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 108 M’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD
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CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

05.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 108 M’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 108 M’
02.06.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 108 M’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 108 M’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 108 M’
20.02.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 109

Details: wagon ‘RQFY 109 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 109
BSG Code: VXQQ

Capacity of 58 tonnes

04.07.1989 Repair ‘STEP’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
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28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
04.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
27.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
02.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 109 V’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
06.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 109 V’
14.10.1993 Repair ‘HANDBRAKE HANDLE’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘EMPTY LOAD VALVE’.
28.01.1994 Repair ‘WHEEL SET’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 109 V’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 109 V’
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04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 109 V’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 109 V’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 109 V’
27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 109 V’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 109 V’

RQFY 110

Details: wagon ‘RQFY 110 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 110 B
BSG Code: VXQQ

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE LEVER’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 110 R’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
23.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
02.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
16.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
17.10.1991 Repair ‘BRAKE BLOCK RB95’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 110 R’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 110 R’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 110 R’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 110 R’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 110 R’
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07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 110 R’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 110 R’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

20.09.1995 Repair ‘VEHICLE RECLASSIFY’.
20.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 110 R’

RQFY 111

Details: wagon ‘RQFY 111 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 111 K
BSG Code: VXQQ

17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
18.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
19.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
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13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘VEHICLE COMPLETE’.
16.01.1990 Repair ‘WHEEL SET’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1990 Repair ‘BOGIE COMPLETE’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
26.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
26.05.1991 Repair ‘BRAKE BLOCK RB95’.
26.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
15.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
14.09.1991 Repair ‘VEHICLE COMPLETE’.
14.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘WHEEL SET’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
26.01.1993 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Repair ‘WHEEL SET’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
03.09.1993 Repair ‘HANDRAILS END’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 111 D’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
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01.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 111 D’
25.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 111 D’
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 111 D’
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 111 D’
06.06.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 111 D’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.01.1997 Repair ‘VEHICLE RECLASSIFY’.
16.01.1997 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQFF 111 D’

RQFY 112

Details: wagon ‘RQFY 112 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
02.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
08.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Repair ‘WHEEL SET’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
12.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
28.08.1990 Repair ‘STEP’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
20.04.1991 Repair ‘BOGIE BEARINGS’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
30.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 112 M’

06.05.1992 Repair ‘STEP’.
06.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 112 M’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
12.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 112 M’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 112 M’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.
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21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 112 M’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

25.01.1996 Repair ‘VEHICLE RECLASSIFY’.
25.01.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 112 M’

RQFY 113

Details: wagon ‘RQFY 113 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 113 F
BSG Code: VBQQ

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
31.08.1990 Repair ‘SIDE STEP’.
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31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 113 V’

05.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘WHEEL SET’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
11.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
12.03.1993 Repair ‘SIDE STEP’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 113 V’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQFF 113 V’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 113 V’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 113 V’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 113 V’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 113 V’
08.11.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 113 V’
15.11.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 114

Details: wagon ‘RQFY 114 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
20.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
22.10.1989 Repair ‘EMPTY LOAD VALVE’.
22.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
12.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘WHEEL SET’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘WHEEL SET’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
31.01.1991 Repair ‘STEP’.
31.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 114 H’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
23.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BOGIE SPRING’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 114 H’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQFF 114 H’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 114 H’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 114 H’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 114 H’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

29.11.1995 Repair ‘VEHICLE RECLASSIFY’.
29.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 114 H’
17.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 115

Details: wagon ‘RQFY 115 A’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 115 A / RQFF 115 Q
BSG Code: VBQQ

Capacity of 57 tonnes

12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
29.01.1991 Repair ‘BRAKE BLOCK RB95’.
29.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 115 Q’

11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
11.02.1992 Repair ‘GRADE CONTROL VALVE’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘GRADE CONTROL VALVE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
20.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
07.08.1993 Repair ‘TWIST LOCK’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
02.02.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 115 Q’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 115 Q’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 115 Q’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
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01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
02.04.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 115 Q’
10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
10.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 115 Q’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 115 Q’
12.10.1995 Repair ‘VEHICLE RECLASSIFY’.
12.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 115 Q’
13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 115 Q’
22.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 116

Details: wagon ‘RQFY 116 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 116 J
BSG Code: VXQQ

05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘SIDE BEARER’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
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22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘WHEEL SET’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
17.07.1991 Repair ‘BOGIE SPRING’.
17.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
17.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
02.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRANCH PIPE’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
03.08.1993 Repair ‘WHEEL SET’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQFY 116 N’
21.11.1993 Repair ‘BRAKE BLOCK RB95’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQFY 116 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQFY 116 N’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
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01.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Alteration ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD CAPACITY

TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class: ‘RQFF’.
22.06.1995 Repair ‘VEHICLE RECLASSIFY’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 117

Details: wagon ‘RQFY 117 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 117 S
BSG Code: VBQQ

Capacity of 73 tonnes

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
01.11.1993 Repair ‘WHEEL SET’.
01.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘TRAIN PIPE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BRANCH PIPE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 117 L’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
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23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 117 L’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 117 L’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

02.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 117 L’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 117 L’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 117 L’

RQFY 118

Details: wagon ‘RQFY 118 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 118 E
BSG Code: VXQQ

07.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 118 U’

27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 118 U’
03.07.1992 Repair ‘STEP’.
03.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘WHEEL SET’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 118 U’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQFF 118 U’
09.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 118 U’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 118 U’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 118 U’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 118 U’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

27.04.1995 Repair ‘BOGIE COMPLETE’.
27.04.1995 Repair ‘VEHICLE RECLASSIFY’.
27.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon
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‘RQFF 118 U’
30.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 118 U’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

07.10.1995 Repair ‘VEHICLE RECLASSIFY’.
07.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 118 U’
18.10.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 119

Details: wagon ‘RQFY 119 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 119 N
BSG Code: VBQQ

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
19.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
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21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1989 Repair ‘TRAIN PIPE (END)’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
21.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
02.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 119 G’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 119 G’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
12.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
07.04.1992 Repair ‘STEP’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘WHEEL SET’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
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25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 119 G’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 119 G’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
27.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 119 G’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 119 G’
16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 119 G’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

13.12.1995 Repair ‘VEHICLE RECLASSIFY’.
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13.12.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQFF 119 G’

20.12.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 120

Details: wagon ‘RQFY 120 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX120J/RQFF120C
BSG Code: VBQQ

Capacity of 73 tonnes

19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘WHEEL SET’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
23.01.1992 Repair ‘VEHICLE RECLASSIFY’.
23.01.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 120 C’
29.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
02.04.1992 Repair ‘SIDE STEP’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
07.04.1992 Repair ‘SIDE STEP’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
24.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
01.04.1993 Repair ‘SIDE STEP’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
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22.08.1993 Repair ‘END HOSE’.
22.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 120 C’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 120 C’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘END HOSE’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 120 C’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 120 C’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
01.03.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
05.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
05.05.1995 Repair ‘VEHICLE RECLASSIFY’.
05.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 120 C’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 120 C’
23.11.1995 Repair ‘VEHICLE RECLASSIFY’.
23.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 120 C’

RQFY 122

Details: wagon ‘RQFY 122 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 122 E
BSG Code: VXQQ

13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
12.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
31.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 122 U’
13.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
15.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘WHEEL SET’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 122 U’
07.12.1990 Repair ‘STEP’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
12.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
04.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
01.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 122 U’

25.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1991 Repair ‘TWIST LOCK’.
25.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1991 Repair ‘VEHICLE COMPLETE’.
25.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 122 U’
29.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
04.03.1992 Repair ‘BRAKE LEVER’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
16.12.1992 Repair ‘STEP’.
16.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
07.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
22.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 122 U’
01.09.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
22.09.1993 Repair ‘BOGIE SIDEFRAME’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
30.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Repair ‘WHEEL SET’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 122 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQFF 122 U’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
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16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
31.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 122 U’
22.10.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 122 U’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

26.04.1995 Repair ‘BOGIE COMPLETE’.
26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 122 U’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

06.12.1995 Repair ‘VEHICLE RECLASSIFY’.
06.12.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQFF 122 U’

RQFY 123

Details: wagon ‘RQFY 123 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 123 N / RQFF 123 G
BSG Code: VBQQ

Capacity of 73 tonnes

25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
29.08.1989 Repair ‘BOGIE SIDEFRAME’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 123 G’
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 123 G’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Repair ‘BRAKE PULL ROD’.
21.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 123 G’
17.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
27.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
16.11.1990 Repair ‘YOKE CARRIER’.
16.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
20.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
19.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
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07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
18.06.1992 Repair ‘STEP’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 123 G’
16.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 123 G’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 123 G’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 123 G’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 123 G’
06.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
06.05.1995 Repair ‘VEHICLE RECLASSIFY’.
06.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 123 G’
15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 123 G’
04.10.1995 Repair ‘VEHICLE RECLASSIFY’.
04.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 123 G’
05.10.1995 Repair ‘VEHICLE RECLASSIFY’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
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RQFY 124

Details: wagon ‘RQFY 124 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 124 W / RQFF 124 P
BSG Code: VXQQ

Capacity of 52 tonnes

07.07.1989 Repair ‘VEHICLE RECLASSIFY’.
07.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 124 P’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
31.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
01.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
30.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.07.1993 Repair ‘COUPLER KNUCKLE’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 124 P’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘WHEEL SET’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 124 P’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BEARERS’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 124 P’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 124 P’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 124 P’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 124 P’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 124 P’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
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09.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 124 P’
20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 124 P’
20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 124 P’

RQFY 125

Details: wagon ‘RQFY 125 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 125 X
BSG Code: VBQQ

Capacity of 73 tonnes

05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
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10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘WHEEL SET’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
02.09.1990 Repair ‘TWIST LOCK’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
16.08.1991 Repair ‘VEHICLE COMPLETE’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 125 B’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 125 B’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
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16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 125 B’
21.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

03.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
03.05.1995 Repair ‘VEHICLE RECLASSIFY’.
03.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 125 B’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 125 B’
13.12.1995 Repair ‘VEHICLE RECLASSIFY’.
13.12.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 125 B’
20.12.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 126

Details: wagon ‘RQFY 126 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 126 R / RQFF 126 K
BSG Code: VBQQ

Capacity of 57 tonnes
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18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
02.02.1990 Repair ‘HANDRAILS END’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘BRANCH PIPE’.
08.10.1990 Repair ‘END HOSE’.
08.10.1990 Repair ‘VEHICLE COMPLETE’.
08.10.1990 Repair ‘WHEEL SET’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
16.04.1991 Repair ‘END BRAKE COCK’.
16.04.1991 Repair ‘END HOSE’.
16.04.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 126 K’
26.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
02.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
04.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
04.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1992 Repair ‘EMPTY LOAD VALVE’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
06.08.1992 Repair ‘STEP’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQFF 126 K’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘WHEEL SET’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
31.08.1993 Repair ‘YOKE CARRIER’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
23.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 126 K’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 126 K’
18.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 126 K’
26.04.1995 Repair ‘BOGIE COMPLETE’.
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26.04.1995 Repair ‘VEHICLE RECLASSIFY’.
26.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 126 K’
05.11.1995 Repair ‘VEHICLE RECLASSIFY’.
05.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQFF 126 K’

RQFY 128

Details: wagon ‘RQFY 128 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 128 M
BSG Code: VXQQ

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BEARERS’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘WHEEL SET’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1990 Repair ‘BRAKE LEVER’.
10.05.1990 Repair ‘BRANCH PIPE’.
10.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘EMPTY LOAD VALVE’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘STEP’.
10.05.1990 Repair ‘TWIST LOCK’.

17138



2.704. Wagon classification starting with ‘RQF’

10.05.1990 Repair ‘TWIST LOCK’.
10.05.1990 Repair ‘WHEEL SET’.
10.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘VEHICLE COMPLETE’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 128 F’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
07.08.1993 Repair ‘SIDE STEP’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 128 F’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 128 F’
19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQFF 128 F’

16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 128 F’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 128 F’
13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 128 F’
18.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 129

Details: wagon ‘RQFY 129 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 129 V
BSG Code: VSQQ

Capacity of 58 tonnes

08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
14.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
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23.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
17.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
17.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘SIDE BEARER’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘WHEEL SET’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BEARERS’.
12.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1990 Repair ‘SIDE BEARER’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
25.09.1991 Repair ‘BRANCH PIPE’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
09.01.1992 Repair ‘HANDRAILS END’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQFF 129 Y’
27.08.1993 Repair ‘HANDBRAKE HANDLE’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
22.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 129 Y’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
18.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 129 Y’
15.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

21.04.1995 Repair ‘BOGIE COMPLETE’.
21.04.1995 Repair ‘VEHICLE RECLASSIFY’.
21.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 129 Y’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

07.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE RECLASSIFY’.
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07.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 129 Y’

RQFY 130

Details: wagon ‘RQFY 130 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 130 R
BSG Code: VBQQ

Capacity of 73 tonnes

30.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
31.01.1990 Repair ‘END HOSE’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
19.02.1990 Repair ‘SIDE STEP’.
19.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
15.03.1990 Repair ‘HANDRAILS’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
19.05.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
26.05.1990 Repair ‘SIDE STEP’.
26.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
02.06.1990 Repair ‘HANDRAILS’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
15.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 130 K’
08.08.1990 Repair ‘SIDE STEP’.
08.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
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03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Repair ‘WHEEL SET’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
28.03.1991 Repair ‘SIDE STEP’.
28.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
05.04.1991 Repair ‘HANDRAILS’.
05.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
30.04.1991 Repair ‘SIDE STEP’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
02.07.1991 Repair ‘SIDE STEP’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
04.03.1992 Repair ‘BRAKE LEVER’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
04.04.1992 Repair ‘SIDE STEP’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘COUPLER KNUCKLE’.
03.07.1993 Repair ‘WHEEL SET’.
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
26.07.1993 Repair ‘BRANCH PIPE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
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24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 130 K’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 130 K’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

02.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 130 K’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 130 K’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
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‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.10.1995 Repair ‘VEHICLE RECLASSIFY’.
16.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 130 K’
18.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 131

Details: wagon ‘RQFY 131 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 131 D
BSG Code: VXQQ

02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1989 Repair ‘BRAKE PIN’.
04.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1989 Repair ‘HANDRAILS’.
04.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1989 Repair ‘TRAIN PIPE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘WHEEL SET’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
21.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
18.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 131 T’

02.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
14.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
19.02.1990 Repair ‘SIDE STEP’.
19.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
27.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
13.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 131 T’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
12.05.1991 Repair ‘BRAKE BLOCK RB95’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Repair ‘HANDRAILS’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
06.08.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 131 T’
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
04.10.1991 Repair ‘STEP’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 131 T’

16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
26.07.1992 Repair ‘STEP’.
26.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘EMPTY LOAD VALVE’.
22.11.1993 Repair ‘GRADE CONTROL VALVE’.
22.11.1993 Repair ‘WHEEL SET’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 131 T’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
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01.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 131 T’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 131 T’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 131 T’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 131 T’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 131 T’
22.11.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQFY 132

Details: wagon ‘RQFY 132 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 132 M
BSG Code: VXQQ

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
06.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 132 F’

19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
27.08.1989 Repair ‘NYLON HOSE’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Repair ‘WHEEL SET’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘WHEEL SET’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
23.01.1990 Repair ‘BOGIE WEAR PLATES’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
06.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
16.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
21.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
07.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQFF 132 F’

04.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
06.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
15.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
22.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 132 F’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 132 F’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
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18.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 132 F’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQFF 132 F’
01.05.1995 Repair ‘BOGIE COMPLETE’.
01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 132 F’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 132 F’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

16.10.1995 Repair ‘VEHICLE RECLASSIFY’.
16.10.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 132 F’
22.10.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 133

Details: wagon ‘RQFY 133 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 133 V
BSG Code: VBQQ

20.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
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03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
03.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
17.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
11.03.1990 Repair ‘CARD OR CLIP HOLDER’.
11.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘WHEEL SET’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
03.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
19.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1991 Repair ‘COUPLER KNUCKLE’.
19.01.1991 Repair ‘VEHICLE COMPLETE’.
19.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘WHEEL SET’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
17.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
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15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
06.02.1994 Repair ‘TWIST LOCK’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 133 Y’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 133 Y’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

01.05.1995 Repair ‘BOGIE COMPLETE’.
01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 133 Y’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 133 Y’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

06.12.1995 Repair ‘VEHICLE RECLASSIFY’.
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06.12.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon
‘RQFF 133 Y’

RQFY 134

Details: wagon ‘RQFY 134 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 134 H
BSG Code: VXQQ

01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
27.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
04.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Repair ‘WHEEL SET’.
23.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
15.09.1990 Repair ‘END HOSE’.
15.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
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24.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
01.09.1992 Repair ‘STEP’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
28.05.1993 Repair ‘TWIST LOCK’.
28.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQFF 134 A’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
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10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQFF 134 A’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 134 A’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

24.04.1995 Repair ‘BOGIE COMPLETE’.
24.04.1995 Repair ‘VEHICLE RECLASSIFY’.
24.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 134 A’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Repair ‘VEHICLE RECLASSIFY’.
19.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 134 A’
23.11.1995 Repair ‘VEHICLE COMPLETE’.

RQFY 135

Details: wagon ‘RQFY 135 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQFX 135 Q
BSG Code: VBQQ

Capacity of 73 tonnes

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
06.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Repair ‘WHEEL SET’.
09.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
11.01.1990 Repair ‘STEP’.
11.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
14.10.1990 Repair ‘TWIST LOCK’.
14.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
16.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
24.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
08.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
13.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
15.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQFF 135 J’
04.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
15.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
24.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
05.10.1991 Repair ‘TWIST LOCK’.
05.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
28.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘COUPLER KNUCKLE’.
17.05.1993 Repair ‘WHEEL SET’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
01.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New

class: ‘RQFY’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQFF 135 J’

19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQFF 135 J’
19.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQFX/RQFY. RESTENCIL LOAD

CAPACITY TO 73T. RECLASSIFY WAGONS TO ‘RQFF’. (RS4904)’. New class:
‘RQFF’.

02.05.1995 Repair ‘VEHICLE LOAD CAPACITY’.
02.05.1995 Repair ‘VEHICLE RECLASSIFY’.
02.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 135 J’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQFF 135 J’
31.08.1995 Alteration complete ‘REMOVE 70T BOGIES AND SHORTEN PULL RODS

TO STANDARD LENGTH SET UP SIDE BEARER AND REPLACE BOGIES WITH
‘2CM’ TYPE. RECLASSIFY TO ‘RQFY’. ALL ‘RQFF’ (89 IN TOTAL ) (RS4918)’. New
class: ‘RQFY’.

15.09.1995 Repair ‘VEHICLE RECLASSIFY’.
15.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQFF 135 J’
23.11.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
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2.705 Wagon classification starting with ‘RQG’

RQGY 14964

Details: wagon ‘RQGY 14964 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 14964 N
BSG Code: NSQZ

Capacity of 55 tonnes

24.08.1994 Repair ‘VEHICLE RECLASSIFY’.
24.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14964 N’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34306

Details: wagon ‘RQGY 34306 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34306 X : NQSY34306
BSG Code: NSQQ

Capacity of 55 tonnes
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05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34306 U’
08.12.1995 Repair ‘VEHICLE COMPLETE’.

RQGY 34318

Details: wagon ‘RQGY 34318 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34318L/NQSY34318A : RQSY34318E
BSG Code: NSQZ

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34318 E’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34321

Details: wagon ‘RQGY 34321 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34321 Y
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BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34321 Y’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34322

Details: wagon ‘RQGY 34322 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY34322A : NQSY34322A
BSG Code: NSQZ

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34322 A’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQGY 34346

Details: wagon ‘RQGY 34346 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 34346 K
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34346 K’

RQGY 34351

Details: wagon ‘RQGY 34351 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY 34351D / NQSY34351
BSG Code: NSQZ

Capacity of 55 tonnes

29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34351 P’
21.12.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34361

Details: wagon ‘RQGY 34361 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34361L / NQSY34361
BSG Code: NSQZ

Capacity of 55 tonnes

29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34361 A’

RQGY 34379

Details: wagon ‘RQGY 34379 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34379W / NQSY34379
BSG Code: NSQQ

Capacity of 55 tonnes

29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34379 L’
13.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.

RQGY 34409

Details: wagon ‘RQGY 34409 W’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34407 N : RQSY34407R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34407 R’
09.12.1994 Repair ‘VEHICLE COMPLETE’.

RQGY 34411

Details: wagon ‘RQGY 34411 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQOY 34411B / NQSY34411; EX RQSY 34411R
BSG Code: NSQZ

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34411 R’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34411 R’
05.09.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE RECLASSIFY’.
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05.09.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RQSY 34411 R’

05.09.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 34411 R’

RQGY 34424

Details: wagon ‘RQGY 34424 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34424 M
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34424 M’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.

RQGY 34425

Details: wagon ‘RQGY 34425 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQOY 34425W / NQGY
BSG Code: NSQZ
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Capacity of 55 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34425 V’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

RQGY 34429

Details: wagon ‘RQGY 34429 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

07.04.1991 Repair ‘VEHICLE RECLASSIFY’.
07.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34429 L’
31.07.1991 Repair ‘VEHICLE RECLASSIFY’.
31.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34429 L’
10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34429 L’

RQGY 34430

Details: wagon ‘RQGY 34430 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34430 H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.11.1990 Repair ‘VEHICLE RECLASSIFY’.
14.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34430 H’
09.01.1991 Repair ‘VEHICLE RECLASSIFY’.
09.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34430 H’
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NQGY 34430 H’
09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34430 H’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.

RQGY 34432

Details: wagon ‘RQGY 34432 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34432 C
BSG Code: NSQZ

Capacity of 55 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34432 C’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
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RQGY 34433

Details: wagon ‘RQGY 34433 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34433 L
BSG Code: NSQQ

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34433 L’
29.03.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34434

Details: wagon ‘RQGY 34434 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34434 U
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34434 U’
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16.12.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34435

Details: wagon ‘RQGY 34435 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34435H/NQGY34435G
BSG Code: NSQQ

Capacity of 55 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34435 G’

RQGY 34438

Details: wagon ‘RQGY 34438 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34438 L—EX NQGY 34438 K
BSG Code: NSQQ

Capacity of 55 tonnes

28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34438 K’
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RQGY 34439

Details: wagon ‘RQGY 34439 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY34439T
BSG Code: NSQQ

Capacity of 55 tonnes

02.03.1991 Repair ‘VEHICLE RECLASSIFY’.
02.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34439 T’
26.08.1992 Repair ‘VEHICLE RECLASSIFY’.
26.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34439 T’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘NQGY 34439 T’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘NQGY 34439 T’
30.12.1994 Repair ‘VEHICLE RECLASSIFY’.
30.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34439 T’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34440

Details: wagon ‘RQGY 34440 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34440 P
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34440 P’

RQGY 34441

Details: wagon ‘RQGY 34441 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34441 C : NFQSY34441
BSG Code: NSQQ

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34441 Y’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34470

Details: wagon ‘RQGY 34470 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34470R/NQGY34470Q
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 70 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34470 Q’

RQGY 34471

Details: wagon ‘RQGY 34471 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34471 C
BSG Code: NSQQ

Capacity of 54 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34471 C’

RQGY 34473

Details: wagon ‘RQGY 34473 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34473 U
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34473 U’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34474

Details: wagon ‘RQGY 34474 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQGY 34474 G
BSG Code: NSQZ

Capacity of 55 tonnes

15.07.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34474 G’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34475

Details: wagon ‘RQGY 34475 T’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34475 P
BSG Code: NSQZ

Capacity of 55 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34475 P’
30.09.1994 Repair ‘VEHICLE COMPLETE’.

RQGY 34477

Details: wagon ‘RQGY 34477 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34477 A : RQSY34477
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34477 E’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
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RQGY 34478

Details: wagon ‘RQGY 34478 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34478U / NQSY34478
BSG Code: NSQQ

Capacity of 55 tonnes

29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34478 J’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34488

Details: wagon ‘RQGY 34488 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34488 E’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
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RQGY 34489

Details: wagon ‘RQGY 34489 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34489 Y. EX NQGY 34489 N
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 60 tonnes

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34489 N’
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34490

Details: wagon ‘RQGY 34490 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQGY 34490 J
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQGY 34490 J’

17.08.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34496

Details: wagon ‘RQGY 34496 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34496S / NQSY34496
BSG Code: NSQZ

Capacity of 55 tonnes

29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34496 H’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34497

Details: wagon ‘RQGY 34497 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY / NQGY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 60 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGY 34497 D’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34498

Details: wagon ‘RQGY 34498 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34498 C
BSG Code: NSQQ

Capacity of 55 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34498 C’

RQGY 34500

Details: wagon ‘RQGY 34500 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34500 D : RQSY34500H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34500 H’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34951

Details: wagon ‘RQGY 34951 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34951 W—EX NQSY 34951 L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34951 P’
03.07.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34951 P’
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16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 34951 P’
07.01.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34951 P’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34951 P’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34951 P’
25.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 34951 P’
11.10.1996 Repair ‘VEHICLE RECLASSIFY’.
11.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34951 P’

RQGY 34956

Details: wagon ‘RQGY 34956 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 34956 Y
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

24.08.1994 Repair ‘VEHICLE RECLASSIFY’.
24.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34956 Y’
31.03.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34963

Details: wagon ‘RQGY 34963 F’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34963 Y; EX RQSY 34963S
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34963 S’
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34963 S’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQSY 34963 S’
12.09.1996 Repair ‘VEHICLE RECLASSIFY’.
12.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34963 S’
21.10.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34971

Details: wagon ‘RQGY 34971 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34971P;X NQSY 34971E;X RQSY34971
BSG Code: NSQQ

Capacity of 54 tonnes
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Capacity of 55 tonnes

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34971 X’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 34971 X’
11.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 34971 X’
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34971 X’

RQGY 34973

Details: wagon ‘RQGY 34973 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34973K : NQSY34973W
BSG Code: NSQZ

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34973 W’

RQGY 34978

Details: wagon ‘RQGY 34978 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 34978 C
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34978 C’
28.04.1996 Repair ‘VEHICLE COMPLETE’.
28.04.1996 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 34978 C’
27.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE RECLASSIFY’.
27.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34978 C’

RQGY 34983

Details: wagon ‘RQGY 34983 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY/NQSY; EX RQSY34983L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34983 L’
22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34983 L’
24.10.1996 Repair ‘VEHICLE COMPLETE’.
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RQGY 34988

Details: wagon ‘RQGY 34988 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34988 G; EX RQSY 34988K
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34988 K’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34988 K’
04.08.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 34988 K’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 34988 K’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34988 K’
04.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 34988 K’
05.09.1996 Repair ‘VEHICLE RECLASSIFY’.
05.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34988 K’

RQGY 34989

Details: wagon ‘RQGY 34989 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 34989 T
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34989 T’
07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34989 T’

RQGY 34996

Details: wagon ‘RQGY 34996 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY34996T RQSY34996A
BSG Code: NSQZ

Capacity of 50 tonnes

Capacity of 50 tonnes

27.09.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 34999

Details: wagon ‘RQGY 34999 Y’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34999 A / RQSY 34999 E
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34999 E’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34999 E’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34999 E’
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34999 E’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34999 E’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34999 E’
22.10.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 34999 E’
20.11.1996 Repair ‘VEHICLE RECLASSIFY’.
20.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 34999 E’

RQGY 35001

Details: wagon ‘RQGY 35001 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35001R;X NQSY 35001G;X RQSY35001
BSG Code: NSQQ

Capacity of 55 tonnes

05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35001 K’
10.09.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQSY 35001 K’
12.09.1996 Repair ‘VEHICLE RECLASSIFY’.
12.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35001 K’
21.10.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 35007

Details: wagon ‘RQGY 35007 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 35007 S
BSG Code: NSQQ

Capacity of 55 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35007 S’
19.06.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35007 S’
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20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 35007 S’
20.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35007 S’
27.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE RECLASSIFY’.
27.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35007 S’

RQGY 35010

Details: wagon ‘RQGY 35010 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 35010Q-EX RQSY 35010F
BSG Code: NSQZ

Capacity of 55 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35010 J’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35010 J’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 35010 J’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35010 J’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 35010 J’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQSY 35010 J’
22.05.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35010 J’
17.12.1996 Repair ‘VEHICLE RECLASSIFY’.

17189



2. TIMS GROUP INFORMATION - WAGONS

17.12.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RQSY 35010 J’

RQGY 35012

Details: wagon ‘RQGY 35012 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 35012 E
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35012 E’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35012 E’
01.09.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35012 E’
03.10.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQSY 35012 E’
07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35012 E’

RQGY 35017

Details: wagon ‘RQGY 35017 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY K. EX NQSY 35017W; EX RQSY 35017D
BSG Code: NSQZ

Capacity of 55 tonnes

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35017 D’
21.10.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35017 D’
28.10.1996 Repair ‘VEHICLE RECLASSIFY’.
28.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35017 D’

RQGY 35019

Details: wagon ‘RQGY 35019 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY 35019F;X NQSY 35019R,X RQSY35019V
BSG Code: NSQZ

Capacity of 55 tonnes

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35019 V’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35019 V’
31.01.1996 Repair ‘VEHICLE COMPLETE’.
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31.01.1996 Issued at location ‘One spot’ with a previous code of wagon
‘RQSY 35019 V’

16.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 35019 V’
17.09.1996 Repair ‘VEHICLE RECLASSIFY’.
17.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35019 V’

RQGY 35020

Details: wagon ‘RQGY 35020 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35020 N; EX RQSY 35020 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35020 R’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35020 R’
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35020 R’

RQGY 35021

Details: wagon ‘RQGY 35021 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35021 W
BSG Code: NSQZ

Capacity of 55 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35021 W’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.

RQGY 35030

Details: wagon ‘RQGY 35030 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQSY 35030 C
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35030 C’
28.04.1996 Repair ‘VEHICLE COMPLETE’.
28.04.1996 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 35030 C’
01.09.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35030 C’
03.10.1996 Repair ‘VEHICLE COMPLETE’.
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03.10.1996 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RQSY 35030 C’

07.10.1996 Repair ‘VEHICLE RECLASSIFY’.
07.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35030 C’

RQGY 35034

Details: wagon ‘RQGY 35034 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35034 W/NQSY35034; EX RQSY35034P
BSG Code: NSQQ

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35034 P’
22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35034 P’
24.10.1996 Repair ‘VEHICLE COMPLETE’.

RQGY 35041

Details: wagon ‘RQGY 35041 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX RQSY 35041 T
BSG Code: NSQQ

Capacity of 55 tonnes

20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35041 T’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35041 T’
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Issued at location ‘One spot’ with a previous code of wagon

‘RQSY 35041 T’
08.04.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQSY 35041 T’
27.08.1996 Repair ‘VEHICLE RECLASSIFY’.
27.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35041 T’

RQGY 35043

Details: wagon ‘RQGY 35043 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35043 K; EX RQSY 35043Y
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35043 Y’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQSY 35043 Y’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
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12.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘RQSY 35043 Y’

28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQSY 35043 Y’
22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35043 Y’

RQGY 35045

Details: wagon ‘RQGY 35045 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35046 Y RQSY35046
BSG Code: NSQQ

Capacity of 54 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQSY 35046 S’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.

2.706 Wagon classification starting with ‘RQH’

RQHX 30301

29.05.1996 Reclassified from wagon ‘RQHX 30301 K’ to ’ wagon ‘WQTY 30301 J’.

RQHX 30302

29.05.1996 Reclassified from wagon ‘RQHX 30302 T’ to ’ wagon ‘WQTY 30302 S’.

RQHX 30304

15.05.1996 Reclassified from wagon ‘RQHX 30304 Y’ to ’ wagon ‘WQTY 30304 N’.
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RQHX 30305

11.06.1996 Reclassified from wagon ‘RQHX 30305 A’ to ’ wagon ‘WQTY 30305 W’.

RQHX 30306

29.05.1996 Reclassified from wagon ‘RQHX 30306 J’ to ’ wagon ‘WQTY 30306 X’.

RQHX 30307

12.06.1996 Reclassified from wagon ‘RQHX 30307 S’ to ’ wagon ‘WQTY 30307 R’.

RQHX 30309

18.06.1996 Reclassified from wagon ‘RQHX 30309 N’ to ’ wagon ‘WQTY 30309 M’.

RQHX 30310

29.05.1996 Reclassified from wagon ‘RQHX 30310 J’ to ’ wagon ‘WQTY 30310 X’.

RQHX 30311

12.06.1996 Reclassified from wagon ‘RQHX 30311 S’ to ’ wagon ‘WQTY 30311 R’.

RQHX 30312

15.05.1996 Reclassified from wagon ‘RQHX 30312 E’ to ’ wagon ‘WQTY 30312 D’.

RQHX 30313

12.06.1996 Reclassified from wagon ‘RQHX 30313 N’ to ’ wagon ‘WQTY 30313 M’.

RQHX 30314

29.05.1996 Reclassified from wagon ‘RQHX 30314 W’ to ’ wagon ‘WQTY 30314 V’.

RQHX 30315

15.05.1996 Reclassified from wagon ‘RQHX 30315 X’ to ’ wagon ‘WQTY 30315 H’.

RQHX 30316

15.05.1996 Reclassified from wagon ‘RQHX 30316 R’ to ’ wagon ‘WQTY 30316 Q’.

RQHX 30317

29.05.1996 Reclassified from wagon ‘RQHX 30317 D’ to ’ wagon ‘WQTY 30317 C’.

RQHX 30318

12.06.1996 Reclassified from wagon ‘RQHX 30318 M’ to ’ wagon ‘WQTY 30318 L’.
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RQHX 30319

15.05.1996 Reclassified from wagon ‘RQHX 30319 V’ to ’ wagon ‘WQTY 30319 U’.

RQHX 30320

12.06.1996 Reclassified from wagon ‘RQHX 30320 R’ to ’ wagon ‘WQTY 30320 Q’.

RQHX 30323

12.06.1996 Reclassified from wagon ‘RQHX 30323 V’ to ’ wagon ‘WQTY 30323 U’.

RQHX 30324

12.06.1996 Reclassified from wagon ‘RQHX 30324 H’ to ’ wagon ‘WQTY 30324 G’.

RQHX 30326

29.05.1996 Reclassified from wagon ‘RQHX 30326 C’ to ’ wagon ‘WQTY 30326 B’.

RQHX 30327

29.05.1996 Reclassified from wagon ‘RQHX 30327 L’ to ’ wagon ‘WQTY 30327 K’.

RQHX 30329

Details: wagon ‘RQHX 30329 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

30.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1989 Repair ‘COUPLER KNUCKLE’.
30.09.1989 Repair ‘EMPTY LOAD VALVE’.
30.09.1989 Repair ‘GRADE CONTROL VALVE’.
30.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1989 Repair ‘HANDBRAKE HANDLE’.
30.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30329 T’
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12.11.1989 Repair ‘HANDBRAKE HANDLE’.
12.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30329 T’
29.07.1990 Repair ‘HANDRAILS’.
29.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30329 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WQCX 30329 T’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RQHX 30330

12.06.1996 Reclassified from wagon ‘RQHX 30330 C’ to ’ wagon ‘WQTY 30330 B’.

RQHX 30331

15.05.1996 Reclassified from wagon ‘RQHX 30331 L’ to ’ wagon ‘WQTY 30331 K’.

RQHX 30332

29.05.1996 Reclassified from wagon ‘RQHX 30332 U’ to ’ wagon ‘WQTY 30332 T’.

RQHX 30333

29.05.1996 Reclassified from wagon ‘RQHX 30333 G’ to ’ wagon ‘WQTY 30333 F’.

RQHX 30334

12.06.1996 Reclassified from wagon ‘RQHX 30334 P’ to ’ wagon ‘WQTY 30334 Y’.

RQHY 31001

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31001 W’ to ’ wagon ‘WQCY 31001 M’.

RQHY 31002

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31002 X’ to ’ wagon ‘WQCY 31002 V’.

RQHY 31003

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31003 R’ to ’ wagon ‘WQCY 31003 H’.
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RQHY 31004

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31004 D’ to ’ wagon ‘WQCY 31004 Q’.

RQHY 31005

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31005 M’ to ’ wagon ‘WQCY 31005 C’.

RQHY 31006

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31006 V’ to ’ wagon ‘WQCY 31006 L’.

RQHY 31007

23.04.1990 Repair ‘END HOSE’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCY 31007 U’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘TRAIN PIPE (END)’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31007 U’
08.01.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31007 U’
19.01.1991 Repair ‘VEHICLE COMPLETE’.
19.01.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31007 U’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘TRAIN PIPE’.
23.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31007 U’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31007 U’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31007 U’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘EMPTY LOAD VALVE’.
04.02.1993 Repair ‘GRADE CONTROL VALVE’.
04.02.1993 Repair ‘WHEEL SET’.
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04.02.1993 Issued at location ‘One spot’ with a previous code of wagon
‘WQCY 31007 U’

24.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31007 U’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31007 U’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘WHEEL SET’.
09.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31007 U’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘EMPTY LOAD VALVE’.
10.12.1993 Repair ‘GRADE CONTROL VALVE’.
10.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31007 U’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31007 U’
13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31007 U’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Reclassified from wagon ‘RQHY 31007 H’ to ’ wagon ‘WQCY 31007 U’.

RQHY 31008

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31008 Q’ to ’ wagon ‘WQCY 31008 G’.

RQHY 31009

30.09.1991 Repair ‘HANDBRAKE HANDLE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31009 P’
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20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31009 P’
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘EMPTY LOAD VALVE’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31009 P’
17.07.1993 Repair ‘END HOSE’.
17.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCY 31009 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31009 P’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Reclassified from wagon ‘RQHY 31009 C’ to ’ wagon ‘WQCY 31009 P’.

RQHY 31010

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31010 V’ to ’ wagon ‘WQCY 31010 L’.

RQHY 31011

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31011 H’ to ’ wagon ‘WQCY 31011 U’.

RQHY 31012

26.08.1996 Reclassified from wagon ‘RQHY 31012 Q’ to ’ wagon ‘WQCY 31012 G’.

RQHY 31013

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

24.11.1995 Reclassified from wagon ‘RQHY 31013 C’ to ’ wagon ‘WQCY 31013 P’.
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RQHY 31014

27.09.1996 Reclassified from wagon ‘RQHY 31014 L’ to ’ wagon ‘WQCY 31014 B’.

RQHY 31015

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31015 U’ to ’ wagon ‘WQCY 31015 K’.

RQHY 31016

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31016 G’ to ’ wagon ‘WQCY 31016 T’.

RQHY 31017

27.09.1996 Reclassified from wagon ‘RQHY 31017 P’ to ’ wagon ‘WQCY 31017 F’.

RQHY 31018

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31018 B’ to ’ wagon ‘WQCY 31018 Y’.

RQHY 31019

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

10.11.1995 Reclassified from wagon ‘RQHY 31019 K’ to ’ wagon ‘WQCY 31019 A’.

RQHY 31020

27.09.1996 Reclassified from wagon ‘RQHY 31020 G’ to ’ wagon ‘WQCY 31020 T’.

RQHY 31021

26.10.1995 Reclassified from wagon ‘RQHY 31021 P’ to ’ wagon ‘WQCY 31021 F’.

RQHY 31022

24.11.1995 Reclassified from wagon ‘RQHY 31022 B’ to ’ wagon ‘WQCY 31022 Y’.

RQHY 31023

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31023 K’ to ’ wagon ‘WQCY 31023 A’.
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RQHY 31025

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

24.11.1995 Reclassified from wagon ‘RQHY 31025 F’ to ’ wagon ‘WQCY 31025 S’.

RQHY 31026

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31026 Y’ to ’ wagon ‘WQCY 31026 E’.

RQHY 31027

26.10.1995 Reclassified from wagon ‘RQHY 31027 A’ to ’ wagon ‘WQCY 31027 N’.

RQHY 31028

27.09.1996 Reclassified from wagon ‘RQHY 31028 J’ to ’ wagon ‘WQCY 31028 W’.

RQHY 31030

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31030 Y’ to ’ wagon ‘WQCY 31030 E’.

RQHY 31031

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘SIDE STEP’.
30.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31031 N’
15.04.1991 Repair ‘STEP’.
15.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31031 N’
02.02.1992 Repair ‘END HOSE’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31031 N’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31031 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31031 N’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Reclassified from wagon ‘RQHY 31031 A’ to ’ wagon ‘WQCY 31031 N’.
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RQHY 31033

11.10.1990 Repair ‘SIDE STEP’.
11.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31033 X’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘SIDE STEP’.
05.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31033 X’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31033 X’
25.10.1991 Repair ‘END HOSE’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31033 X’
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31033 X’
06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31033 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31033 X’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCY 31033 X’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31033 X’

RQHY 31034

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

03.11.1995 Reclassified from wagon ‘RQHY 31034 E’ to ’ wagon ‘WQCY 31034 R’.
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RQHY 31035

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31035 N’ to ’ wagon ‘WQCY 31035 D’.

RQHY 31036

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

24.11.1995 Reclassified from wagon ‘RQHY 31036 W’ to ’ wagon ‘WQCY 31036 M’.

RQHY 31037

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31037 X’ to ’ wagon ‘WQCY 31037 V’.

RQHY 31038

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘TOP CENTRE PLATE’.
19.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31038 H’
23.03.1990 Repair ‘SIDE STEP’.
23.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCY 31038 H’
09.09.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31038 H’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘SIDE STEP’.
22.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31038 H’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31038 H’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31038 H’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31038 H’
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCY 31038 H’
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18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31038 H’
10.07.1992 Repair ‘HANDBRAKE HANDLE’.
10.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCY 31038 H’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BRAKE PULL ROD’.
15.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31038 H’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31038 H’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31038 H’
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BRAKE PULL ROD’.
03.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCY 31038 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31038 H’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCY 31038 H’
31.12.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCY 31038 H’
27.02.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQCY 31038 H’

RQHY 31039

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
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24.11.1995 Reclassified from wagon ‘RQHY 31039 D’ to ’ wagon ‘WQCY 31039 Q’.

RQHY 31040

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

09.04.1996 Reclassified from wagon ‘RQHY 31040 W’ to ’ wagon ‘WQCY 31040 M’.

RQHY 31042

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31042 R’ to ’ wagon ‘WQCY 31042 H’.

RQHY 31045

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

24.11.1995 Reclassified from wagon ‘RQHY 31045 V’ to ’ wagon ‘WQCY 31045 L’.

RQHY 31046

20.12.1995 Reclassified from wagon ‘RQHY 31046 H’ to ’ wagon ‘WQCY 31046 U’.

RQHY 31047

03.11.1995 Reclassified from wagon ‘RQHY 31047 Q’ to ’ wagon ‘WQCY 31047 G’.

RQHY 31048

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31048 C’ to ’ wagon ‘WQCY 31048 P’.

RQHY 31049

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31049 L’ to ’ wagon ‘WQCY 31049 B’.

RQHY 31050

24.11.1995 Reclassified from wagon ‘RQHY 31050 H’ to ’ wagon ‘WQCY 31050 U’.

RQHY 31053

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO
‘RQHY‘. (NRC046)’. New class: ‘RQHY’.

26.10.1995 Reclassified from wagon ‘RQHY 31053 L’ to ’ wagon ‘WQCY 31053 B’.
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2.707 Wagon classification starting with ‘RQI’

RQIW 60285

Details: wagon ‘RQIW 60285 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60285 V
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60285 V’
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60286

Details: wagon ‘RQIW 60286 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60286 H
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes
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08.10.1994 Repair ‘VEHICLE RECLASSIFY’.
08.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60286 H’
14.10.1994 Repair ‘VEHICLE COMPLETE’.

RQIW 60287

Details: wagon ‘RQIW 60287 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60287 Q
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

29.10.1994 Repair ‘VEHICLE RECLASSIFY’.
29.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60287 Q’

RQIW 60288

Details: wagon ‘RQIW 60288 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes
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24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60288 C’

RQIW 60289

Details: wagon ‘RQIW 60289 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60289 L
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60289 L’

RQIW 60290

Details: wagon ‘RQIW 60290 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.07.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60290 H
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes
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20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60290 H’

RQIW 60291

Details: wagon ‘RQIW 60291 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60291 Q
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60291 Q’

RQIW 60292

Details: wagon ‘RQIW 60292 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60292 C
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes
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29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60292 C’

RQIW 60293

Details: wagon ‘RQIW 60293 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60293 L
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60293 L’

RQIW 60294

Details: wagon ‘RQIW 60294 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60294 U
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes
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17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60294 U’
17.04.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60295

Details: wagon ‘RQIW 60295 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: NQIW60295G
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60295 G’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60296

Details: wagon ‘RQIW 60296 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQIW 60296 P
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60296 P’
25.09.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60297

Details: wagon ‘RQIW 60297 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60297 B
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

29.09.1995 Repair ‘VEHICLE RECLASSIFY’.
29.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60297 B’

RQIW 60298

Details: wagon ‘RQIW 60298 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQIW 60298 Y
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

07.05.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60298 K’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘TWIST LOCK’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60299

Details: wagon ‘RQIW 60299 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60299 T
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60299 T’

RQIW 60300

Details: wagon ‘RQIW 60300 P’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 61 tonnes

Capacity of 61 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60300 L’

RQIW 60301

Details: wagon ‘RQIW 60301 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60301 U’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
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RQIW 60302

Details: wagon ‘RQIW 60302 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60302 G’
13.06.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60303

Details: wagon ‘RQIW 60303 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQIW 60303
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

24.06.1994 Repair ‘VEHICLE RECLASSIFY’.
24.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60303 P’
07.01.1995 Repair ‘VEHICLE COMPLETE’.
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RQIW 60304

Details: wagon ‘RQIW 60304 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQIW 60304 F
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60304 B’

RQIW 60305

Details: wagon ‘RQIW 60305 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60305 K
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60305 K’
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RQIW 60306

Details: wagon ‘RQIW 60306 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60306 T
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60306 T’

RQIW 60307

Details: wagon ‘RQIW 60307 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60307 F
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60307 F’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQIW 60308

Details: wagon ‘RQIW 60308 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60308 Y
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60308 Y’
22.12.1994 Repair ‘VEHICLE COMPLETE’.

RQIW 60309

Details: wagon ‘RQIW 60309 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60309 A
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQIW 60309 A’

15.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60310

Details: wagon ‘RQIW 60310 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60310 T
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60310 T’

RQIW 60311

Details: wagon ‘RQIW 60311 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQIW 60311 F
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60311 F’

RQIW 60312

Details: wagon ‘RQIW 60312 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.07.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60312 Y
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60312 Y’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60313

Details: wagon ‘RQIW 60313 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60313 A
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60313 A’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60314

Details: wagon ‘RQIW 60314 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQIW 60314 N
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60314 J’

RQIW 60315

Details: wagon ‘RQIW 60315 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60315S
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60315 S’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60316

Details: wagon ‘RQIW 60316 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60316 E
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60316 E’
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RQIW 60317

Details: wagon ‘RQIW 60317 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60317 N
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60317 N’

RQIW 60318

Details: wagon ‘RQIW 60318 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60318 W
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQIW 60318 W’

29.10.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60319

Details: wagon ‘RQIW 60319 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60319 X’
05.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60320

Details: wagon ‘RQIW 60320 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60320 E
BSG Code: NSQQ

17227



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 60 tonnes

Capacity of 60 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60320 E’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60321

Details: wagon ‘RQIW 60321 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60321 N
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60321 N’

RQIW 60322

Details: wagon ‘RQIW 60322 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQIW 60322 W
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60322 W’

RQIW 60323

Details: wagon ‘RQIW 60323 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60323
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60323 X’

RQIW 60324

Details: wagon ‘RQIW 60324 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60324 R’
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60325

Details: wagon ‘RQIW 60325 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQIW 60325 H
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60325 D’

RQIW 60326

Details: wagon ‘RQIW 60326 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60326 M
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60326 M’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.

RQIW 60327

Details: wagon ‘RQIW 60327 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60327 V’

RQIW 60328

Details: wagon ‘RQIW 60328 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60328 H
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60328 H’

RQIW 60329

Details: wagon ‘RQIW 60329 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60329 Q
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60329 Q’
17.09.1994 Repair ‘VEHICLE COMPLETE’.

RQIW 60330

Details: wagon ‘RQIW 60330 Q’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60330 M
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60330 M’
01.12.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60331

Details: wagon ‘RQIW 60331 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60331 V’
07.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
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RQIW 60332

Details: wagon ‘RQIW 60332 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.07.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60332 H
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60332 H’
04.02.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQIW 60333

Details: wagon ‘RQIW 60333 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60333 Q
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes
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17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60333 Q’
21.11.1994 Repair ‘VEHICLE COMPLETE’.

RQIW 60334

Details: wagon ‘RQIW 60334 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.07.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60334 C
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60334 C’

RQIW 60335

Details: wagon ‘RQIW 60335 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes
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24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60335 L’

RQIW 60336

Details: wagon ‘RQIW 60336 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60336 U
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60336 U’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.

RQIW 60337

Details: wagon ‘RQIW 60337 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQIW
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BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 60 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60337 G’

RQIW 60338

Details: wagon ‘RQIW 60338 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 60338 P
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60338 P’

RQIW 60339

Details: wagon ‘RQIW 60339 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQIW 60339 B
BSG Code: NSQQ

Capacity of 60 tonnes

Capacity of 61 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIW 60339 B’
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RQIX 22104

25.05.1995 Reclassified from wagon ‘RQIX 22104 K’ to ’ wagon ‘NQIX 22104 G’.

RQIY 10153

Details: wagon ‘RQIY 10153 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10153 B
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

24.06.1994 Repair ‘VEHICLE RECLASSIFY’.
24.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10153 B’

RQIY 10155

Details: wagon ‘RQIY 10155 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10155 T
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10155 T’

RQIY 10156

Details: wagon ‘RQIY 10156 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10156F
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10156 F’
12.07.1994 Repair ‘VEHICLE COMPLETE’.

RQIY 10157

Details: wagon ‘RQIY 10157 S’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10157 Y
BSG Code: NXQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10157 Y’
24.10.1994 Repair ‘VEHICLE COMPLETE’.

RQIY 10158

Details: wagon ‘RQIY 10158 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10158 A
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10158 A’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
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08.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10159

Details: wagon ‘RQIY 10159 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQIY10159
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10159 J’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.

RQIY 10160

Details: wagon ‘RQIY 10160 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10160 F
BSG Code: NSQZ
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Capacity of 58 tonnes

Capacity of 58 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10160 F’

RQIY 10161

Details: wagon ‘RQIY 10161 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10161 Y
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10161 Y’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10163

Details: wagon ‘RQIY 10163 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQIY 10163 J
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10163 J’

RQIY 10165

Details: wagon ‘RQIY 10165 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10165 E
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10165 E’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.

RQIY 10168

Details: wagon ‘RQIY 10168 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10168 X
BSG Code: NSQQ

Capacity of 58 tonnes

Capacity of 58 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10168 X’

RQIY 10170

Details: wagon ‘RQIY 10170 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10170 N
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10170 N’
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10172

Details: wagon ‘RQIY 10172 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10172 X
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10172 X’

RQIY 10173

Details: wagon ‘RQIY 10173 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10173 R’
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10174

Details: wagon ‘RQIY 10174 H’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10174 D
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10174 D’

RQIY 10175

Details: wagon ‘RQIY 10175 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10175 M’
27.05.1996 Repair ‘VEHICLE COMPLETE’.
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RQIY 10177

Details: wagon ‘RQIY 10177 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10177 H
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10177 H’

RQIY 10178

Details: wagon ‘RQIY 10178 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10178 Q
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQIY 10178 Q’

08.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.

RQIY 10180

Details: wagon ‘RQIY 10180 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10180 V
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10180 V’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.

RQIY 10185

Details: wagon ‘RQIY 10185 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10185 U
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BSG Code: NSQQ

Capacity of 58 tonnes

Capacity of 58 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10185 U’

RQIY 10187

Details: wagon ‘RQIY 10187 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10187 P
BSG Code: NSQQ

Capacity of 58 tonnes

Capacity of 58 tonnes

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10187 P’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10188

Details: wagon ‘RQIY 10188 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10188 B
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10188 B’
16.11.1994 Repair ‘VEHICLE COMPLETE’.

RQIY 10189

Details: wagon ‘RQIY 10189 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10189 K
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10189 K’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.

RQIY 10190

Details: wagon ‘RQIY 10190 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
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Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10190 G
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10190 G’
15.11.1994 Repair ‘VEHICLE COMPLETE’.

RQIY 10191

Details: wagon ‘RQIY 10191 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10191 P
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

17.12.1994 Repair ‘VEHICLE RECLASSIFY’.
17.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10191 P’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
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RQIY 10192

Details: wagon ‘RQIY 10192 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIY 10192 B
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10192 B’
15.04.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10195

Details: wagon ‘RQIY 10195 J’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10195 F
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes
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26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10195 F’

RQIY 10196

Details: wagon ‘RQIY 10196 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10196 Y
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10196 Y’

RQIY 10197

Details: wagon ‘RQIY 10197 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10197 A
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes
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03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10197 A’
28.04.1996 Repair ‘VEHICLE COMPLETE’.

RQIY 10198

Details: wagon ‘RQIY 10198 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQIY 10198 J
BSG Code: NSQZ

Capacity of 58 tonnes

Capacity of 58 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQIY 10198 J’

2.708 Wagon classification starting with ‘RQJ’

RQJW 21951

Details: wagon ‘RQJW 21951 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ
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Capacity of 50 tonnes

Capacity of 51 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21951 W’

RQJW 21952

Details: wagon ‘RQJW 21952 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21952 X’

RQJW 21953

Details: wagon ‘RQJW 21953 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 51 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21953 R’
09.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21954

Details: wagon ‘RQJW 21954 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21954 D
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21954 D’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21955

Details: wagon ‘RQJW 21955 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21955 M
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21955 M’
13.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21956

Details: wagon ‘RQJW 21956 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21956V
BSG Code: NXQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

12.04.1994 Repair ‘VEHICLE RECLASSIFY’.
12.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21956 V’
10.10.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 21957

Details: wagon ‘RQJW 21957 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21957 H
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

08.09.1995 Repair ‘VEHICLE RECLASSIFY’.
08.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21957 H’

RQJW 21958

Details: wagon ‘RQJW 21958 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21958 Q
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21958 Q’

RQJW 21959

Details: wagon ‘RQJW 21959 G’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21959 C
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21959 C’

RQJW 21960

Details: wagon ‘RQJW 21960 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21960 V
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21960 V’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
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RQJW 21962

Details: wagon ‘RQJW 21962 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21962 Q’

RQJW 21963

Details: wagon ‘RQJW 21963 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21963 C
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21963 C’
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RQJW 21964

Details: wagon ‘RQJW 21964 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21964 L’
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21965

Details: wagon ‘RQJW 21965 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 08.02.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21965 U
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21965 U’
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RQJW 21966

Details: wagon ‘RQJW 21966 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21966 G
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21966 G’

RQJW 21967

Details: wagon ‘RQJW 21967 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21967 P
BSG Code: NXQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21967 P’
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RQJW 21968

Details: wagon ‘RQJW 21968 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21968 B
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21968 B’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 21969

Details: wagon ‘RQJW 21969 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21969 K
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

17263



2. TIMS GROUP INFORMATION - WAGONS

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21969 K’
17.08.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21970

Details: wagon ‘RQJW 21970 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21970 G
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21970 G’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 21971

Details: wagon ‘RQJW 21971 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21971 P
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BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21971 P’

RQJW 21972

Details: wagon ‘RQJW 21972 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21972 B
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21972 B’

RQJW 21973

Details: wagon ‘RQJW 21973 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQJW 21973 K
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21973 K’
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21974

Details: wagon ‘RQJW 21974 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21974 T
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21974 T’

RQJW 21975

Details: wagon ‘RQJW 21975 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21975
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21975 F’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21976

Details: wagon ‘RQJW 21976 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21976 Y
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21976 Y’
25.04.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21977

Details: wagon ‘RQJW 21977 E’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21977 A
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21977 A’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21978

Details: wagon ‘RQJW 21978 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 1978 N
BSG Code: NXQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21978 J’
10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
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RQJW 21979

Details: wagon ‘RQJW 21979 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21979 S’
23.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21980

Details: wagon ‘RQJW 21980 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21980 Y
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQJW 21980 Y’

06.07.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21981

Details: wagon ‘RQJW 21981 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21981 A
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21981 A’

RQJW 21983

Details: wagon ‘RQJW 21983 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21983 S
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21983 S’
17.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21984

Details: wagon ‘RQJW 21984 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21984 E’
05.03.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21985

Details: wagon ‘RQJW 21985 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQJW21985
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BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21985 N’

RQJW 21986

Details: wagon ‘RQJW 21986 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 22.02.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21986 W
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21986 W’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21987

Details: wagon ‘RQJW 21987 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21987 X
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21987 X’
25.05.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21988

Details: wagon ‘RQJW 21988 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21988 R
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21988 R’
10.04.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21989

Details: wagon ‘RQJW 21989 H’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21989 D
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21989 D’
14.12.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 21990

Details: wagon ‘RQJW 21990 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21990 W
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
02.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21990 W’
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RQJW 21991

Details: wagon ‘RQJW 21991 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: NQJW21991
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21991 X’
07.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21992

Details: wagon ‘RQJW 21992 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21992 R
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes
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17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21992 R’
17.09.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21993

Details: wagon ‘RQJW 21993 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21993 D
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21993 D’
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 21994

Details: wagon ‘RQJW 21994 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21994 M
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 50 tonnes

04.10.1994 Repair ‘VEHICLE RECLASSIFY’.
04.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21994 M’

RQJW 21995

Details: wagon ‘RQJW 21995 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21995 V
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21995 V’

RQJW 21996

Details: wagon ‘RQJW 21996 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQJW 21996 H
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21996 H’
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21997

Details: wagon ‘RQJW 21997 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21997 Q
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21997 Q’

RQJW 21998

Details: wagon ‘RQJW 21998 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 07.12.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: X NQJW21998
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21998 C’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 21999

Details: wagon ‘RQJW 21999 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 21999 L
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 21999 L’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22000

Details: wagon ‘RQJW 22000 M’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22000 X
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22000 X’

RQJW 22001

Details: wagon ‘RQJW 22001 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22001 B/NQGW 22001 X
Wagon Width: 2760mm
BSG Code: NXQQ

Capacity of 49 tonnes

30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGW 22001 X’
19.10.1995 Repair ‘VEHICLE COMPLETE’.
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RQJW 22002

Details: wagon ‘RQJW 22002 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22002 T——EX NQGW 22002 R
Wagon Width: 2760mm
BSG Code: NXQQ

Capacity of 53 tonnes

17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQGW 22002 R’
12.10.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22033

Details: wagon ‘RQJW 22033 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: NQJW22033
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.

17281



2. TIMS GROUP INFORMATION - WAGONS

25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQJW 22033 N’

14.12.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22034

Details: wagon ‘RQJW 22034 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22034 W
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22034 W’
20.08.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22035

Details: wagon ‘RQJW 22035 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQJW 22035 X
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22035 X’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22036

Details: wagon ‘RQJW 22036 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22036 R
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22036 R’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22037

Details: wagon ‘RQJW 22037 H’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: NQJW22037
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22037 D’

RQJW 22038

Details: wagon ‘RQJW 22038 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22038 M
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22038 M’
28.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQJW 22039

Details: wagon ‘RQJW 22039 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22029 V
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22039 V’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22040

Details: wagon ‘RQJW 22040 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22040 R
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22040 R’

RQJW 22041

Details: wagon ‘RQJW 22041 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22041 D
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22041 D’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22042

Details: wagon ‘RQJW 22042 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 51 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22042 M’

RQJW 22043

Details: wagon ‘RQJW 22043 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22043 V
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22043 V’
01.11.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22044

Details: wagon ‘RQJW 22044 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQJW 22044 H
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22044 H’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22045

Details: wagon ‘RQJW 22045 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22045 Q
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22045 Q’
27.09.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 22046

Details: wagon ‘RQJW 22046 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22046 C
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22046 C’
16.01.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22047

Details: wagon ‘RQJW 22047 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22047 L
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

09.02.1996 Repair ‘VEHICLE RECLASSIFY’.
09.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22047 L’
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22048

Details: wagon ‘RQJW 22048 B’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22048 U
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22048 U’

RQJW 22049

Details: wagon ‘RQJW 22049 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22049 G
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22049 G’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQJW 22050

Details: wagon ‘RQJW 22050 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22050 C
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22050 C’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 22051

Details: wagon ‘RQJW 22051 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22051 L
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22051 L’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22052

Details: wagon ‘RQJW 22052 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22052 U
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22052 U’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22053

Details: wagon ‘RQJW 22053 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQJW 22053 G
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22053 G’

RQJW 22054

Details: wagon ‘RQJW 22054 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22054 P
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22054 P’
12.07.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 22055

Details: wagon ‘RQJW 22055 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22055 B
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22055 B’
06.05.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22056

Details: wagon ‘RQJW 22056 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22056 K
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22056 K’

RQJW 22057

Details: wagon ‘RQJW 22057 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22057 T
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22057 T’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22058

Details: wagon ‘RQJW 22058 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22058 F
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22058 F’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQJW 22059

Details: wagon ‘RQJW 22059 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQIW 22059 Y
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22059 Y’
04.05.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22060

Details: wagon ‘RQJW 22060 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22060 K
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes
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02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22060 K’
13.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22061

Details: wagon ‘RQJW 22061 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22061 T
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22061 T’
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22062

Details: wagon ‘RQJW 22062 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22062 F
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BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22062 F’
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22063

Details: wagon ‘RQJW 22063 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22063 Y
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22063 Y’
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22064

Details: wagon ‘RQJW 22064 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22064 A
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22064 A’
28.04.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22065

Details: wagon ‘RQJW 22065 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22065 J’

RQJW 22066

Details: wagon ‘RQJW 22066 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22066 S’
19.09.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 22067

Details: wagon ‘RQJW 22067 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22067 E
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22067 E’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22068

Details: wagon ‘RQJW 22068 R’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22068 N
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.07.1994 Repair ‘VEHICLE RECLASSIFY’.
28.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22068 N’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22070

Details: wagon ‘RQJW 22070 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: NQJW
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22070 S’
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RQJW 22071

Details: wagon ‘RQJW 22071 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22071 E
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22071 E’
28.10.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 22072

Details: wagon ‘RQJW 22072 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22072 N
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22072 N’
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RQJW 22073

Details: wagon ‘RQJW 22073 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22073 W
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22073 W’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22074

Details: wagon ‘RQJW 22074 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22074 X
Wagon Width: 2760mm
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 51 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22074 X’
14.08.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 22075

Details: wagon ‘RQJW 22075 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22075 R
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22075 R’
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22076

Details: wagon ‘RQJW 22076 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQJW 22076 D
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22076 D’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22077

Details: wagon ‘RQJW 22077 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22077 M
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22077 M’
25.10.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22078

Details: wagon ‘RQJW 22078 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW22078V
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22078 V’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 22079

Details: wagon ‘RQJW 22079 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22079 H
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22079 H’
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29.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 22081

Details: wagon ‘RQJW 22081 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22081 M
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22081 M’

RQJW 22082

Details: wagon ‘RQJW 22082 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22082 V
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22082 V’
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60000

Details: wagon ‘RQJW 60000 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60000 Q
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

27.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60000 Q’
19.10.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60001

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60001 C’
24.10.1994 Reclassified from wagon ‘RQJW 60001 G’ to ’ wagon ‘RQNW 60001 S’.

RQJW 60003

12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60003 U’
17.10.1994 Reclassified from wagon ‘RQJW 60003 B’ to ’ wagon ‘RQNW 60003 N’.

RQJW 60004

Details: wagon ‘RQJW 60004 K’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60004 G’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60005

Details: wagon ‘RQJW 60005 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60005 P
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60005 P’
27.03.1996 Repair ‘VEHICLE COMPLETE’.
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RQJW 60006

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60006 B’
13.10.1994 Reclassified from wagon ‘RQJW 60006 F’ to ’ wagon ‘RQNW 60006 R’.

RQJW 60007

Details: wagon ‘RQJW 60007 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60007 K
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60007 K’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60008

Details: wagon ‘RQJW 60008 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQJW 60008 T
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

08.10.1994 Repair ‘VEHICLE RECLASSIFY’.
08.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60008 T’
18.10.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 60009

Details: wagon ‘RQJW 60009 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60009 F
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60009 F’
25.09.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60010

Details: wagon ‘RQJW 60010 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60010 B
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60010 B’

RQJW 60011

Details: wagon ‘RQJW 60011 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60011 K
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60011 K’
14.01.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60012

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60012 T’
17.10.1994 Reclassified from wagon ‘RQJW 60012 A’ to ’ wagon ‘RQNW 60012 M’.
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RQJW 60013

Details: wagon ‘RQJW 60013 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60013 F
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60013 F’

RQJW 60014

Details: wagon ‘RQJW 60014 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60014 Y
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60014 Y’
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RQJW 60015

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60015 A’
17.10.1994 Reclassified from wagon ‘RQJW 60015 E’ to ’ wagon ‘RQNW 60015 Q’.

RQJW 60016

Details: wagon ‘RQJW 60016 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60016 J
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60016 J’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60018

Details: wagon ‘RQJW 60018 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQJW 60018 E
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60018 E’

RQJW 60019

Details: wagon ‘RQJW 60019 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60019 N
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60019 N’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60021

Details: wagon ‘RQJW 60021 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60021 S
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60021 S’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60022

Details: wagon ‘RQJW 60022 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60022 E
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60022 E’

RQJW 60024

Details: wagon ‘RQJW 60024 D’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60024 W
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60024 W’
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60025

Details: wagon ‘RQJW 60025 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60025 X
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60025 X’
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RQJW 60026

Details: wagon ‘RQJW 60026 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60026 R
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60026 R’

RQJW 60027

Details: wagon ‘RQJW 60027 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60027 D
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.

17318



2.708. Wagon classification starting with ‘RQJ’

14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQJW 60027 D’

26.07.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60028

Details: wagon ‘RQJW 60028 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 05.02.1988
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60028 M’

RQJW 60029

Details: wagon ‘RQJW 60029 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60029 V
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60029 V’
27.09.1994 Repair ‘VEHICLE COMPLETE’.

RQJW 60030

Details: wagon ‘RQJW 60030 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60030 R
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60030 R’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60031

28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQPW 60031 C’
01.11.1994 Reclassified from wagon ‘RQJW 60031 H’ to ’ wagon ‘RQNW 60031 T’.

RQJW 60032

Details: wagon ‘RQJW 60032 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60032 M
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60032 M’

RQJW 60033

18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60033 V’
31.08.1994 Reclassified from wagon ‘RQJW 60033 C’ to ’ wagon ‘RQNW 60033 Y’.

RQJW 60034

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60034 H’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Reclassified from wagon ‘RQJW 60034 L’ to ’ wagon ‘RQNW 60034 A’.

RQJW 60035

Details: wagon ‘RQJW 60035 U’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60035 Q
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 50 tonnes

16.12.1994 Repair ‘VEHICLE RECLASSIFY’.
16.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60035 Q’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60036

Details: wagon ‘RQJW 60036 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60036 C
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60036 C’

RQJW 60037

Details: wagon ‘RQJW 60037 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60037 L
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

25.10.1994 Repair ‘VEHICLE RECLASSIFY’.
25.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60037 L’
28.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60038

Details: wagon ‘RQJW 60038 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60038 U
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60038 U’
05.06.1995 Repair ‘VEHICLE COMPLETE’.

RQJW 60039

Details: wagon ‘RQJW 60039 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60039 G
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60039 G’
26.04.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60040

Details: wagon ‘RQJW 60040 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60040 C
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60040 C’

RQJW 60042

Details: wagon ‘RQJW 60042 B’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60042 U’

RQJW 60043

Details: wagon ‘RQJW 60043 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60043 G
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

25.06.1994 Repair ‘VEHICLE RECLASSIFY’.
25.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60043 G’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
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RQJW 60044

Details: wagon ‘RQJW 60044 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60044 P
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60044 P’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJW 60045

Details: wagon ‘RQJW 60045 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: NQJW60045B
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60045 B’

RQJW 60046

Details: wagon ‘RQJW 60046 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60046 K’

RQJW 60047

Details: wagon ‘RQJW 60047 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60047 T
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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06.12.1994 Repair ‘VEHICLE RECLASSIFY’.
06.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60047 T’

RQJW 60049

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60049 Y’
13.10.1994 Reclassified from wagon ‘RQJW 60049 S’ to ’ wagon ‘RQNW 60049 H’.

RQJY 1

Details: wagon ‘RQJY 1 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 23.07.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AD HS CM CN CA
Return to Service Date: 04.09.1996
Due Triple Valve: 05.08.1993
Last Triple Valve: 02.06.1990
Last Brake Cylinder: 02.06.1990
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

01.12.1987 Alteration complete ‘REMOVE ‘STUCKI’ RB-14 RSB & CAGES & FIT
MINER TCC-2600A RSB FOR TRIAL ON AQJY 1N. N.B. ‘MINER’ ARE SUPPLYING
RSB FREE OF CHARGE. AQJY 1. (RS4243)’.

17.06.1988 Alteration complete ‘CONVERT NAME PLATES TO BOLTED TYPE ON ALL
‘AQJY’ 5 PACK WAGONS (RS4293)’.
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22.08.1988 Alteration complete ‘FIT DUAL RATE SPRINGS (A3/4-CM-40) &
FRICTION WEDGE SPRINGS (B/4-CM-32/11) TO ALL BOGIES OF ‘AQJY 1 N’
UNDER SUPERVISION OF DESIGNING ENGINEER STAFF. (RS4313)’.

20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE
PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

05.08.1989 Repair ‘END BRAKE COCK’.
05.08.1989 Repair ‘END HOSE’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
15.09.1989 Repair ‘BRAKE LEVER’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BRAKE PULL ROD’.
07.11.1989 Repair ‘BRAKE PULL ROD’.
07.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
07.11.1989 Repair ‘EMPTY LOAD VALVE’.
07.11.1989 Repair ‘GRADE CONTROL VALVE’.
07.11.1989 Repair ‘TWIST LOCK’.
07.11.1989 Repair ‘TWIST LOCK’.
07.11.1989 Repair ‘TWIST LOCK’.
07.11.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
01.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE SPRING’.
01.02.1990 Repair ‘BRAKE BLOCK RB101’.
01.02.1990 Repair ‘BRAKE LEVER’.
01.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘SIDE MEMBER’.
01.02.1990 Repair ‘TRAIN PIPE (END)’.
01.02.1990 Repair ‘TRAIN PIPE’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
02.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1990 Repair ‘BRAKE BLOCK RB101’.
02.06.1990 Repair ‘BRAKE LEVER’.
02.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.06.1990 Repair ‘COUPLER KNUCKLE’.
02.06.1990 Repair ‘EMPTY LOAD VALVE’.
02.06.1990 Repair ‘GRADE CONTROL VALVE’.
02.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1990 Repair ‘SIDE MEMBER’.
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02.06.1990 Repair ‘TWIST LOCK’.
02.06.1990 Repair ‘TWIST LOCK’.
02.06.1990 Repair ‘TWIST LOCK’.
02.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
20.06.1990 Repair ‘BRAKE LEVER’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BRAKE CONTROL PIPE’.
13.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.07.1990 Repair ‘VEHICLE COMPLETE’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE BLOCK RB101’.
27.07.1990 Repair ‘SIDE SILL’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE SPRING’.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
08.10.1990 Repair ‘HANDBRAKE HANDLE’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
20.10.1990 Repair ‘BOGIE SPRING’.
20.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BEARERS’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BEARERS’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Repair ‘HANDBRAKE HANDLE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
07.05.1991 Repair ‘BRAKE BLOCK RB101’.
07.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
07.05.1991 Repair ‘BRAKE LEVER’.
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07.05.1991 Repair ‘BRAKE PULL ROD’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.05.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘SHUNT PAD’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘WHEEL SET’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BRAKE BLOCK RB101’.
19.07.1991 Repair ‘WHEEL SET’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
28.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BOGIE COMPLETE’.
12.09.1991 Repair ‘COUPLER KNUCKLE’.
12.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
20.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘COUPLER KNUCKLE’.
22.01.1992 Repair ‘EMPTY LOAD VALVE’.
22.01.1992 Repair ‘GRADE CONTROL VALVE’.
22.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

12.02.1992 Repair ‘BRAKE BLOCK RB101’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 1 N’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BEARINGS’.
23.06.1992 Repair ‘CARD OR CLIP HOLDER’.
23.06.1992 Repair ‘CENTRE SILL’.
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23.06.1992 Repair ‘TRAIN PIPE (END)’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BRAKE PULL ROD’.
05.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
31.08.1992 Repair ‘WHEEL SET’.
31.08.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 1 N’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE BEARINGS’.
04.09.1992 Repair ‘BRAKE BLOCK RB101’.
04.09.1992 Repair ‘BRAKE LEVER’.
04.09.1992 Repair ‘BRAKE PULL ROD’.
04.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1992 Repair ‘TRAIN PIPE (END)’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
14.09.1992 Repair ‘TWIST LOCK’.
14.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
19.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1992 Repair ‘COUPLER KNUCKLE’.
19.09.1992 Repair ‘SIDE MEMBER’.
19.09.1992 Repair ‘TRAIN PIPE’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BRAKE LEVER’.
04.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
22.11.1992 Repair ‘TWIST LOCK’.
22.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
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LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘CARD OR CLIP HOLDER’.
18.01.1993 Repair ‘SIDE MEMBER’.
18.01.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘EMPTY LOAD VALVE’.
03.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Repair ‘SIDE SILL’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘BOGIE BEARINGS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1993 Repair ‘OUTRIGGERS’.
24.04.1993 Repair ‘TRAIN PIPE (END)’.
24.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BEARERS’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BEARERS’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘OUTRIGGERS’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘END BRAKE COCK’.
03.06.1993 Repair ‘SIDE STEP’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
07.06.1993 Repair ‘TRAIN PIPE’.
07.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.06.1993 Repair ‘WHEEL SET’.
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09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1993 Repair ‘BRAKE LEVER’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘EMPTY LOAD VALVE’.
05.07.1993 Repair ‘GRADE CONTROL VALVE’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BEARERS’.
27.07.1993 Repair ‘BOGIE COMPLETE’.
27.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 1 N’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BEARERS’.
29.07.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 1 N’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE BEARERS’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘TRAIN PIPE (END)’.
07.09.1993 Repair ‘VEHICLE COMPLETE’.
07.09.1993 Repair ‘WHEEL SET’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
29.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BEARERS’.
21.10.1993 Repair ‘BOGIE WEAR PLATES’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BEARERS’.
11.11.1993 Repair ‘BOGIE SPRING’.
11.11.1993 Repair ‘BRAKE BLOCK RB101’.
11.11.1993 Repair ‘BRANCH PIPE’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘END BRAKE COCK’.
11.11.1993 Repair ‘TRAIN PIPE (END)’.
11.11.1993 Repair ‘WHEEL SET’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
12.11.1993 Repair ‘TRAIN PIPE (END)’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
17.11.1993 Repair ‘SIDE STEP’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
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04.12.1993 Repair ‘TRAIN PIPE (END)’.
04.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
24.01.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 1 N’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 1 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 1 N’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 1 N’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 1 N’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
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12.06.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 2

Details: wagon ‘RQJY 2 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 20.11.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RI HS CM CN AD CA
Return to Service Date: 25.11.1996
Last Triple Valve: 28.09.1992
Last Brake Cylinder: 27.04.1988
Last Single Car Test: 01.10.1992
Cont Connector Type:] P
Cont Max Slots: 7
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26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

17.06.1988 Alteration complete ‘CONVERT NAME PLATES TO BOLTED TYPE ON ALL
‘AQJY’ 5 PACK WAGONS (RS4293)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE
PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

22.07.1989 Repair ‘SIDE SILL’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
12.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
19.08.1989 Repair ‘END HOSE’.
19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
04.09.1989 Repair ‘TRAIN PIPE (END)’.
04.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
10.09.1989 Repair ‘END HOSE’.
10.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
16.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
16.11.1989 Repair ‘BOGIE SPRING’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BRAKE BLOCK OTHER’.
23.11.1989 Repair ‘BRAKE PULL ROD’.
23.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
23.11.1989 Repair ‘END BRAKE COCK’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘SIDE SILL’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
20.01.1990 Repair ‘HANDBRAKE HANDLE’.
20.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘SIDE STEP’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘VEHICLE COMPLETE’.
21.03.1990 Repair ‘VEHICLE COMPLETE’.
21.03.1990 Repair ‘WHEEL SET’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1990 Repair ‘BRAKE BLOCK RB101’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
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09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘TRAIN PIPE (END)’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
20.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.08.1990 Repair ‘SIDE STEP’.
20.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
26.09.1990 Repair ‘SIDE MEMBER’.
26.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BRAKE BLOCK RB101’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Repair ‘EMPTY LOAD VALVE’.
09.10.1990 Repair ‘GRADE CONTROL VALVE’.
09.10.1990 Repair ‘SIDE SILL’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BEARERS’.
29.10.1990 Repair ‘TRAIN PIPE (END)’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
24.11.1990 Repair ‘END FRAME MEMBER’.
24.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.01.1991 Repair ‘BOGIE SPRING’.
11.01.1991 Repair ‘BOGIE WEAR PLATES’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘WHEEL SET’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE COMPLETE’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
16.03.1991 Repair ‘BRAKE BLOCK RB95’.
16.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
18.04.1991 Repair ‘BRAKE BLOCK RB101’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 2 W’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE BLOCK RB101’.
21.05.1991 Repair ‘BRAKE PIN’.
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21.05.1991 Repair ‘SIDE BEARER’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
04.06.1991 Repair ‘BRAKE BLOCK RB101’.
04.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
10.07.1991 Repair ‘CARD OR CLIP HOLDER’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BRAKE BLOCK RB101’.
19.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
19.07.1991 Repair ‘BRAKE PULL ROD’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
17.08.1991 Repair ‘END HOSE’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COUPLER COMPLETE’.
18.11.1991 Repair ‘WHEEL SET’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Repair ‘WHEEL SET’.
10.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.02.1992 Repair ‘CENTRE SILL’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘WHEEL SET’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
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AQJY,AQLY,AQWY. (RS4686)’.
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BEARINGS’.
27.06.1992 Repair ‘BOGIE BEARINGS’.
27.06.1992 Repair ‘BOGIE BEARINGS’.
27.06.1992 Repair ‘BRAKE LEVER’.
27.06.1992 Repair ‘CARD OR CLIP HOLDER’.
27.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE COMPLETE’.
21.07.1992 Repair ‘BRAKE PULL ROD’.
21.07.1992 Repair ‘SIDE MEMBER’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.09.1992 Repair ‘BRAKE BLOCK RB101’.
28.09.1992 Repair ‘BRAKE LEVER’.
28.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.09.1992 Repair ‘WHEEL SET’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRANCH PIPE’.
01.10.1992 Repair ‘END HOSE’.
01.10.1992 Repair ‘TRAIN PIPE (END)’.
01.10.1992 Repair ‘TRAIN PIPE’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS
& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

05.04.1993 Repair ‘CENTRE SILL’.
05.04.1993 Repair ‘CENTRE SILL’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘TOP CENTRE PLATE’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
27.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
30.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BEARERS’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1993 Repair ‘SIDE BEARER’.
14.09.1993 Repair ‘SIDE SILL’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
08.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘END BRAKE COCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRAKE PULL ROD’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
16.02.1994 Repair ‘CARRIAGE/TRIMMING GENERAL’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 2 W’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
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18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 2 W’
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 2 W’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 3

Details: wagon ‘RQJY 3 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-20
Date Built: 27.11.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CA
Return to Service Date: 26.06.1996
Last Brake Cylinder: 09.01.1990
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

17.06.1988 Alteration complete ‘CONVERT NAME PLATES TO BOLTED TYPE ON ALL
‘AQJY’ 5 PACK WAGONS (RS4293)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.07.1989 Repair ‘BRAKE LEVER’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 3 X’
20.07.1989 Alteration ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE PLATFORM

OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD. AQJY. (RS4435)’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BRAKE BLOCK RB101’.
09.01.1990 Repair ‘BRANCH PIPE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
09.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1990 Repair ‘SIDE MEMBER’.
09.01.1990 Repair ‘TRAIN PIPE (END)’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.01.1990 Repair ‘WHEEL SET’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 3 X’
11.01.1990 Repair ‘END BRAKE COCK’.
11.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 3 X’
30.01.1992 Alteration ‘CHECK FOR CRACKS AT THE TRANSOM/CENTRESILL

JUNCTION, REPAIR/REWELD WHERE NECESSARY. AQEY, AQKY, AQJY, AQLY.
(CRACK)’.

03.03.1992 Alteration ‘CHECK & RETORQUE END CAP SCREWS ON AQJY, AQLY &
AQWY. (TORQUE)’.
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30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

28.05.1992 Alteration ‘REPAIR AND MODIFY THE AIR BRAKE EQUIPMENT AND
ARRANGEMENT FOR 2 NO. OFF 5-PACK ARTICULATED WAGONS ‘AQJY NOS 3
AND 4’ IN ACCORDANCE WITH DRAWING A0/W4-89 AND A0/W4-4.
PLATFORMS 1, 3 & 5 ARE TO BE PAINTED IN ACCORDANCE WITH LETTERING
& MARKING DIAGRAM A0/CD-7269 REV F FOLLOWING COMPLTETION OF
REPAIRS. AQJY 3 & 4. (RS4692)’.

23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER
SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS
& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

27.06.1993 Repair ‘VEHICLE COMPLETE’.
27.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 3 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 3 X’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQJY 4

Details: wagon ‘RQJY 4 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 12.12.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FBQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 16.07.1996
Last Triple Valve: 09.09.1993
Last Single Car Test: 02.03.1988
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

17.06.1988 Alteration complete ‘CONVERT NAME PLATES TO BOLTED TYPE ON ALL
‘AQJY’ 5 PACK WAGONS (RS4293)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

20.07.1989 Alteration ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE PLATFORM
OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD. AQJY. (RS4435)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration ‘CHECK & RETORQUE END CAP SCREWS ON AQJY, AQLY &
AQWY. (TORQUE)’.

30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

28.05.1992 Alteration ‘REPAIR AND MODIFY THE AIR BRAKE EQUIPMENT AND
ARRANGEMENT FOR 2 NO. OFF 5-PACK ARTICULATED WAGONS ‘AQJY NOS 3
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AND 4’ IN ACCORDANCE WITH DRAWING A0/W4-89 AND A0/W4-4.
PLATFORMS 1, 3 & 5 ARE TO BE PAINTED IN ACCORDANCE WITH LETTERING
& MARKING DIAGRAM A0/CD-7269 REV F FOLLOWING COMPLTETION OF
REPAIRS. AQJY 3 & 4. (RS4692)’.

23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER
SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS
& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BEARERS’.
08.06.1993 Repair ‘BOGIE BEARERS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.06.1993 Repair ‘TRAIN PIPE’.
08.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 4 R’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRAKE BLOCK RB101’.
26.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
04.08.1993 Repair ‘BOGIE COMPLETE’.
04.08.1993 Repair ‘SIDE STEP’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 4 R’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE BLOCK RB101’.
26.08.1993 Repair ‘CENTRE SILL’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK OTHER’.
09.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
09.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.10.1993 Repair ‘BRAKE LEVER’.
05.10.1993 Repair ‘BRAKE PULL ROD’.
05.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 4 R’
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04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘COUPLER KNUCKLE’.
04.12.1993 Repair ‘HANDRAILS’.
04.12.1993 Repair ‘SIDE MEMBER’.
04.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 4 R’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 5

Details: wagon ‘RQJY 5 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 12.12.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 25.11.1996
Last Brake Cylinder: 22.06.1990
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE
PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

26.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘BRAKE PULL ROD’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘VEHICLE COMPLETE’.
28.09.1989 Repair ‘WHEEL SET’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
02.06.1990 Repair ‘HOSE FITTINGS’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1990 Repair ‘BRAKE BLOCK RB101’.
12.06.1990 Repair ‘BRAKE PIN’.
12.06.1990 Repair ‘BRAKE PULL ROD’.
12.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
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12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BRAKE BLOCK RB101’.
22.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1990 Repair ‘BRAKE LEVER’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BEARERS’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BEARERS’.
06.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 5 D’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BEARERS’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
28.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
06.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
06.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB101’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘EMPTY LOAD VALVE’.
02.10.1991 Repair ‘GRADE CONTROL VALVE’.
02.10.1991 Repair ‘TRAIN PIPE (END)’.
02.10.1991 Repair ‘WHEEL SET’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
30.11.1991 Repair ‘SIDE SILL’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.01.1992 Repair ‘CENTRE SILL’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
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AQLY & AQWY. (TORQUE)’.
17.03.1992 Repair ‘WHEEL SET’.
17.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQJY 5 D’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BEARINGS’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARERS’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 5 D’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BRAKE BLOCK RB101’.
22.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘WHEEL SET’.
22.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.06.1992 Repair ‘CARD OR CLIP HOLDER’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Repair ‘WHEEL SET’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BRANCH PIPE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘WHEEL SET’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
14.09.1992 Repair ‘BOGIE BEARERS’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARERS’.
29.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1992 Repair ‘TRAIN PIPE (END)’.
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
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29.09.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.09.1992 Repair ‘WHEEL SET’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.10.1992 Repair ‘COUPLER KNUCKLE’.
17.10.1992 Repair ‘COUPLER KNUCKLE’.
17.10.1992 Repair ‘EMPTY LOAD VALVE’.
17.10.1992 Repair ‘EMPTY LOAD VALVE’.
17.10.1992 Repair ‘GRADE CONTROL VALVE’.
17.10.1992 Repair ‘GRADE CONTROL VALVE’.
17.10.1992 Repair ‘WHEEL SET’.
17.10.1992 Repair ‘WHEEL SET’.
17.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BRAKE BLOCK RB101’.
25.01.1993 Repair ‘COUPLER KNUCKLE’.
25.01.1993 Repair ‘TRAIN PIPE’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘WHEEL SET’.
25.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 5 D’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
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30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE CONTROL PIPE’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘EMPTY LOAD VALVE’.
30.08.1993 Repair ‘GRADE CONTROL VALVE’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘WHEEL SET’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
01.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1993 Repair ‘WHEEL SET’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
10.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BRAKE BLOCK RB101’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 5 D’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
22.05.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 5 D’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 5 D’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
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13.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 6

Details: wagon ‘RQJY 6 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 12.12.1987
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 04.11.1996
Last Triple Valve: 17.01.1989
Last Brake Cylinder: 03.10.1992
Last Single Car Test: 25.07.1988
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

17.06.1988 Alteration complete ‘CONVERT NAME PLATES TO BOLTED TYPE ON ALL
‘AQJY’ 5 PACK WAGONS (RS4293)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
16.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
12.11.1989 Repair ‘SIDE STEP’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE PULL ROD’.
13.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Repair ‘EMPTY LOAD VALVE’.
13.12.1989 Repair ‘GRADE CONTROL VALVE’.
13.12.1989 Repair ‘TRAIN PIPE (END)’.
13.12.1989 Repair ‘TRAIN PIPE’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘WHEEL SET’.
13.12.1989 Repair ‘WHEEL SET’.
13.12.1989 Repair ‘YOKE CARRIER’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1990 Repair ‘BRAKE PIN’.
04.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE LEVER’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
02.07.1990 Repair ‘END BRAKE COCK’.
02.07.1990 Repair ‘STEP’.
02.07.1990 Repair ‘TRAIN PIPE (END)’.
02.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 6 M’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘EMPTY LOAD VALVE’.
24.08.1990 Repair ‘GRADE CONTROL VALVE’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘WHEEL SET’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRAKE BLOCK RB95’.
03.10.1990 Repair ‘BRAKE LEVER’.
03.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘WHEEL SET’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BEARERS’.
01.11.1990 Repair ‘BOGIE BEARERS’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
08.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
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08.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1991 Repair ‘BRAKE BLOCK RB101’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRANCH PIPE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BOGIE COMPLETE’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
04.01.1992 Repair ‘BOGIE SPRING’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARINGS’.
24.03.1992 Repair ‘BOGIE WEAR PLATES’.
24.03.1992 Repair ‘BRAKE BLOCK RB101’.
24.03.1992 Repair ‘BRAKE LEVER’.
24.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.03.1992 Repair ‘CENTRE SILL’.
24.03.1992 Repair ‘VEHICLE COMPLETE’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘COUPLER KNUCKLE’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
20.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Repair ‘WHEEL SET’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
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30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BRAKE BLOCK RB101’.
30.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘CARD OR CLIP HOLDER’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Repair ‘WHEEL SET’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BRAKE BLOCK RB101’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BRAKE BLOCK RB101’.
11.09.1992 Repair ‘COUPLER KNUCKLE’.
11.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Repair ‘WHEEL SET’.
11.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.10.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
02.10.1992 Repair ‘BRAKE BLOCK RB101’.
02.10.1992 Repair ‘BRANCH PIPE’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Repair ‘RELAY VALVE’.
02.10.1992 Repair ‘SIDE STEP’.
02.10.1992 Repair ‘TRAIN PIPE (END)’.
02.10.1992 Repair ‘TRAIN PIPE’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘COUPLER KNUCKLE’.
19.10.1992 Repair ‘EMPTY LOAD VALVE’.
19.10.1992 Repair ‘GRADE CONTROL VALVE’.
19.10.1992 Repair ‘TWIST LOCK’.
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19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

10.01.1993 Repair ‘TWIST LOCK’.
10.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
24.01.1993 Repair ‘TWIST LOCK’.
24.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘SIDE BEARER’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
01.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1993 Repair ‘BRAKE BLOCK RB101’.
01.05.1993 Repair ‘COUPLER KNUCKLE’.
01.05.1993 Repair ‘EMPTY LOAD VALVE’.
01.05.1993 Repair ‘GRADE CONTROL VALVE’.
01.05.1993 Repair ‘OUTRIGGERS’.
01.05.1993 Repair ‘SIDE MEMBER’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘WHEEL SET’.
01.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘OUTRIGGERS’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
26.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
04.07.1993 Repair ‘STEP’.
04.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
24.08.1993 Repair ‘END HOSE’.
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24.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE BLOCK RB101’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
23.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
23.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 6 M’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 6 M’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 6 M’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
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25.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 7

Details: wagon ‘RQJY 7 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 12.12.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 13.07.1996
Last Brake Cylinder: 27.09.1990
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.
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17.06.1988 Alteration complete ‘CONVERT NAME PLATES TO BOLTED TYPE ON ALL
‘AQJY’ 5 PACK WAGONS (RS4293)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

10.07.1989 Repair ‘HANDRAILS’.
10.07.1989 Repair ‘TWIST LOCK’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BRAKE BLOCK RB101’.
29.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.12.1989 Repair ‘SIDE COMPLETE’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘TWIST LOCK’.
24.05.1990 Repair ‘WHEEL SET’.
24.05.1990 Repair ‘WHEEL SET’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘TRAIN PIPE (END)’.
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10.07.1990 Repair ‘WHEEL SET’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘EMPTY LOAD VALVE’.
24.08.1990 Repair ‘GRADE CONTROL VALVE’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘WHEEL SET’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
18.09.1990 Repair ‘BOGIE BEARINGS’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE LEVER’.
27.09.1990 Repair ‘BRAKE PULL ROD’.
27.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘WHEEL SET’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BEARERS’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘EMPTY LOAD VALVE’.
01.11.1990 Repair ‘GRADE CONTROL VALVE’.
01.11.1990 Repair ‘HANDBRAKE HANDLE’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE BEARERS’.
14.11.1990 Repair ‘SIDE BEARER’.
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 7 V’
10.03.1991 Repair ‘BRAKE BLOCK RB95’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘WHEEL SET’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE BOLSTER’.
07.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
07.08.1991 Repair ‘BOGIE SIDEFRAME’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘EMPTY LOAD VALVE’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.08.1991 Repair ‘WHEEL SET’.
07.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BOLSTER’.
14.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
14.08.1991 Repair ‘BOGIE SIDEFRAME’.
14.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1991 Repair ‘TRAIN PIPE (END)’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRANCH PIPE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
17.10.1991 Repair ‘BRANCH PIPE’.
17.10.1991 Repair ‘BRANCH PIPE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRANCH PIPE’.
04.02.1992 Repair ‘CENTRE SILL’.
04.02.1992 Repair ‘COUPLER KNUCKLE’.
04.02.1992 Repair ‘EMPTY LOAD VALVE’.
04.02.1992 Repair ‘GRADE CONTROL VALVE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BEARERS’.
17.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 7 V’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BEARINGS’.
08.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.05.1992 Repair ‘BRAKE BLOCK RB101’.
08.05.1992 Repair ‘HANDRAILS’.
08.05.1992 Repair ‘WHEEL SET’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
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07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BEARINGS’.
07.10.1992 Repair ‘BOGIE BEARINGS’.
07.10.1992 Repair ‘BOGIE BEARINGS’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘BRAKE BLOCK RB101’.
07.10.1992 Repair ‘BRAKE BLOCK RB101’.
07.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.10.1992 Repair ‘BRAKE LEVER’.
07.10.1992 Repair ‘BRAKE PIN’.
07.10.1992 Repair ‘BRAKE PULL ROD’.
07.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1992 Repair ‘VEHICLE COMPLETE’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
04.02.1993 Alteration ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS & REPAIR

WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13. (RS4772)’.
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘OUTRIGGERS’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
19.07.1993 Repair ‘BRANCH PIPE’.
19.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
26.07.1993 Repair ‘BRAKE BLOCK RB101’.
26.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
29.08.1993 Repair ‘TWIST LOCK’.
29.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE BLOCK RB101’.
23.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1993 Repair ‘COUPLER KNUCKLE’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘SIDE BEARER’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Repair ‘WHEEL SET’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
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09.10.1993 Repair ‘STEP’.
09.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BOLSTER’.
05.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘SIDE STEP’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.11.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘GRADE CONTROL VALVE’.
23.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1993 Repair ‘HANDBRAKE HANDLE’.
23.11.1993 Repair ‘SHUNT PAD’.
23.11.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 7 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 7 V’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQJY 8

Details: wagon ‘RQJY 8 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $152630
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 20.12.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RI HS AD CM CN CA
Return to Service Date: 27.06.1996
Last Triple Valve: 26.08.1993
Last Single Car Test: 28.11.1988
Cont Connector Type:] P
Cont Max Slots: 7

26.06.1987 Alteration complete ‘CONSTRUCT 8 ONLY ARTICULATED 5-PACK
WAGONS. (RS4189)’.

25.08.1988 Alteration complete ‘STUCKI SIDE BEARERS, TYPE 656 CRXL & RB14,
FITTED TO ‘AQJY’ 2 - 8 TO BE REPLACED WITH ‘MINER’ TCC-2600A AND
TCC-2000A. (RS4317)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘SIDE SILL’.
04.07.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.07.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
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20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRANCH PIPE’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BRAKE BLOCK RB101’.
09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
28.07.1990 Repair ‘COUPLER KNUCKLE’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BRAKE BLOCK RB101’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘SIDE SILL’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
10.09.1990 Repair ‘EMPTY LOAD VALVE’.
10.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK OTHER’.
02.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.10.1990 Repair ‘BRAKE LEVER’.
02.10.1990 Repair ‘BRAKE PULL ROD’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
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31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BOGIE BEARERS’.
31.10.1990 Repair ‘COUPLER KNUCKLE’.
31.10.1990 Repair ‘EMPTY LOAD VALVE’.
31.10.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARERS’.
14.12.1990 Repair ‘SIDE BEARER’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BEARERS’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘STEP’.
15.03.1991 Repair ‘TRAIN PIPE’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
17.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
05.06.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Repair ‘TOP CENTRE PLATE’.
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 8 H’
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 8 H’
17.11.1991 Repair ‘BRAKE BLOCK RB101’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
25.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1992 Repair ‘BRAKE LEVER’.
25.01.1992 Repair ‘BRAKE PULL ROD’.
25.01.1992 Repair ‘COUPLER KNUCKLE’.
25.01.1992 Repair ‘EMPTY LOAD VALVE’.
25.01.1992 Repair ‘GRADE CONTROL VALVE’.
25.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1992 Repair ‘WHEEL SET’.
25.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 8 H’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
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12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BEARINGS’.
12.03.1992 Repair ‘BOGIE BEARINGS’.
12.03.1992 Repair ‘CENTRE SILL’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

01.04.1992 Repair ‘WEAR PLATES & SADDLES’.
01.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 8 H’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRANCH PIPE’.
03.06.1992 Repair ‘CARD OR CLIP HOLDER’.
03.06.1992 Repair ‘END BRAKE COCK’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘WHEEL SET’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARINGS’.
30.09.1992 Repair ‘BRAKE BLOCK RB101’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BRAKE BLOCK RB101’.
18.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘WEAR PLATES & SADDLES’.
18.11.1992 Repair ‘WHEEL SET’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
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COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

03.02.1993 Repair ‘CENTRE SILL’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘CENTRE SILL’.
10.02.1993 Repair ‘CENTRE SILL’.
10.02.1993 Repair ‘CENTRE SILL’.
10.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 8 H’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘EMPTY LOAD VALVE’.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BEARERS’.
07.05.1993 Repair ‘BOGIE BOLSTER’.
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Repair ‘BRAKE BLOCK RB101’.
07.05.1993 Repair ‘BRAKE BLOCK RB101’.
07.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 8 H’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘OUTRIGGERS’.
11.05.1993 Repair ‘OUTRIGGERS’.
11.05.1993 Repair ‘OUTRIGGERS’.
11.05.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.05.1993 Repair ‘VEHICLE STENCILS’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
27.06.1993 Repair ‘SIDE STEP’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE CONTROL PIPE’.
26.08.1993 Repair ‘BRANCH PIPE’.
26.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
03.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘WHEEL SET’.
03.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
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29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘EMPTY LOAD VALVE’.
17.12.1993 Repair ‘GRADE CONTROL VALVE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
02.01.1994 Repair ‘BOGIE SIDEFRAME’.
02.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 8 H’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 8 H’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 8 H’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 8 H’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
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09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 9

Details: wagon ‘RQJY 9 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $183100
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 20.12.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 27.11.1996
Last Triple Valve: 28.05.1991
Last Brake Cylinder: 16.08.1990
Cont Connector Type:] P
Cont Max Slots: 7

20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE
PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

28.09.1989 Repair ‘BRAKE PULL ROD’.
28.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 9 Q’
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 9 Q’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.

17372



2.708. Wagon classification starting with ‘RQJ’

17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
24.01.1990 Alteration complete ‘MODIFY END OUTRIGGER ON END PLATFORM TO

SUIT DRAWING A1/5-CM-179 REV C ITEMS 5 & 6. MODIFY END DROPDOWN
TWISTLOCK ARRANGEMENT TO SUIT DRAWING A2/13-CM-444 REV C ITEM
14. AQJY 9-13. (RS4474)’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRAKE BLOCK RB101’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘WHEEL SET’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BEARINGS’.
20.03.1990 Repair ‘BRAKE BLOCK RB101’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘EMPTY LOAD VALVE’.
20.03.1990 Repair ‘GRADE CONTROL VALVE’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Repair ‘TWIST LOCK’.
20.03.1990 Repair ‘WHEEL SET’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘HANDBRAKE HANDLE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BRAKE BLOCK RB101’.
16.08.1990 Repair ‘BRAKE LEVER’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘GRADE CONTROL VALVE’.
16.08.1990 Repair ‘HANDRAILS’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘TRAIN PIPE (END)’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘WHEEL SET’.
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16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘EMPTY LOAD VALVE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘TRAIN PIPE (END)’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
01.09.1990 Repair ‘HANDRAILS’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘SIDE BEARER’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
02.01.1991 Repair ‘HANDRAILS’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
02.02.1991 Repair ‘TWIST LOCK’.
02.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Repair ‘VEHICLE COMPLETE’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BRAKE BLOCK RB101’.
18.04.1991 Repair ‘HANDRAILS’.
18.04.1991 Repair ‘HANDRAILS END’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB101’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Repair ‘EMPTY LOAD VALVE’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Repair ‘TWIST LOCK’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRAKE BLOCK RB101’.
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18.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
11.07.1991 Repair ‘BRAKE BLOCK RB101’.
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BEARERS’.
23.07.1991 Repair ‘SHUNT PAD’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.10.1991 Repair ‘BRAKE BLOCK RB101’.
16.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
16.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘SIDE SILL’.
20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘TWIST LOCK’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE BEARINGS’.
09.03.1992 Repair ‘BOGIE BEARINGS’.
09.03.1992 Repair ‘BOGIE BEARINGS’.
09.03.1992 Repair ‘CENTRE SILL’.
09.03.1992 Repair ‘COUPLER KNUCKLE’.
09.03.1992 Repair ‘HANDRAILS’.
09.03.1992 Repair ‘STANCHION’.
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE BEARINGS’.
23.03.1992 Repair ‘VEHICLE COMPLETE’.
23.03.1992 Repair ‘WHEEL SET’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.
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03.04.1992 Repair ‘BRAKE BLOCK RB101’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
14.04.1992 Repair ‘BRAKE BLOCK RB101’.
14.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘CARD OR CLIP HOLDER’.
05.08.1992 Repair ‘EMPTY LOAD VALVE’.
05.08.1992 Repair ‘GRADE CONTROL VALVE’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Repair ‘TWIST LOCK’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
06.09.1992 Repair ‘TWIST LOCK’.
06.09.1992 Repair ‘TWIST LOCK’.
06.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BRAKE BLOCK RB101’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘WHEEL SET’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
16.11.1992 Repair ‘TWIST LOCK’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
28.11.1992 Repair ‘HANDRAILS’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1993 Repair ‘BRAKE BLOCK RB101’.
25.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.01.1993 Repair ‘COUPLER KNUCKLE’.
25.01.1993 Repair ‘EMPTY LOAD VALVE’.
25.01.1993 Repair ‘GRADE CONTROL VALVE’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Repair ‘WHEEL SET’.
25.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 9 Q’
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04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE LEVER’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRAKE BLOCK OTHER’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Repair ‘WHEEL SET’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘WHEEL SET’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘GRADE CONTROL VALVE’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE BLOCK RB101’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1993 Repair ‘TRAIN PIPE (END)’.
13.09.1993 Repair ‘VEHICLE COMPLETE’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘SIDE SILL’.
06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
01.11.1993 Repair ‘TWIST LOCK’.
01.11.1993 Repair ‘TWIST LOCK’.
01.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 9 Q’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 9 Q’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 9 Q’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.
(NRC021)’. New class: ‘RQJY’.

09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 9 Q’
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 9 Q’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
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18.08.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 10

Details: wagon ‘RQJY 10 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $183410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 20.12.1987
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 13.11.1996
Last Single Car Test: 24.04.1992
Cont Connector Type:] P
Cont Max Slots: 7

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BEARERS’.
13.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS’.
13.07.1989 Repair ‘STEP’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB101’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1989 Repair ‘BRAKE BLOCK RB101’.
20.10.1989 Repair ‘BRAKE PULL ROD’.
20.10.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
20.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1989 Repair ‘VEHICLE COMPLETE’.
20.10.1989 Repair ‘VEHICLE COMPLETE’.
20.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
20.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
24.01.1990 Alteration ‘MODIFY END OUTRIGGER ON END PLATFORM TO SUIT

DRAWING A1/5-CM-179 REV C ITEMS 5 & 6. MODIFY END DROPDOWN
TWISTLOCK ARRANGEMENT TO SUIT DRAWING A2/13-CM-444 REV C ITEM
14. AQJY 9-13. (RS4474)’.

17.02.1990 Repair ‘BRAKE BLOCK RB101’.
17.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1990 Repair ‘COUPLER COMPLETE’.
17.03.1990 Repair ‘EMPTY LOAD VALVE’.
17.03.1990 Repair ‘GRADE CONTROL VALVE’.
17.03.1990 Repair ‘SIDE SILL’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
14.05.1990 Repair ‘HANDBRAKE HANDLE’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘EMPTY LOAD VALVE’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘HANDRAILS’.
02.08.1990 Repair ‘SIDE MEMBER’.
02.08.1990 Repair ‘TWIST LOCK’.
02.08.1990 Repair ‘TWIST LOCK’.
02.08.1990 Repair ‘TWIST LOCK’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
29.08.1990 Repair ‘SIDE SILL’.
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29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘TWIST LOCK’.
09.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.10.1990 Repair ‘WHEEL SET’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1990 Repair ‘BRAKE BLOCK RB101’.
07.12.1990 Repair ‘BRAKE BLOCK RB101’.
07.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.12.1990 Repair ‘BRAKE PULL ROD’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1991 Repair ‘HANDRAILS’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
11.04.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB101’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘CENTRE SILL’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
10.02.1992 Repair ‘WHEEL SET’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQJY 10 M’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BEARERS’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘EMPTY LOAD VALVE’.
22.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 10 M’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BEARINGS’.
30.06.1992 Repair ‘CARD OR CLIP HOLDER’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BRAKE BLOCK RB101’.
04.08.1992 Repair ‘TWIST LOCK’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
14.08.1992 Repair ‘HANDRAILS’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
19.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1992 Repair ‘BRAKE BLOCK RB101’.
19.09.1992 Repair ‘BRAKE LEVER’.
19.09.1992 Repair ‘BRAKE PULL ROD’.
19.09.1992 Repair ‘COUPLER KNUCKLE’.
19.09.1992 Repair ‘EMPTY LOAD VALVE’.
19.09.1992 Repair ‘GRADE CONTROL VALVE’.
19.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘WHEEL SET’.
19.09.1992 Repair ‘WHEEL SET’.
19.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB101’.
01.10.1992 Repair ‘COUPLER KNUCKLE’.
01.10.1992 Repair ‘EMPTY LOAD VALVE’.
01.10.1992 Repair ‘WHEEL SET’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Repair ‘WHEEL SET’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
06.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
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11.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘SIDE MEMBER’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1993 Repair ‘BRAKE LEVER’.
29.01.1993 Repair ‘BRAKE PULL ROD’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘EMPTY LOAD VALVE’.
29.01.1993 Repair ‘GRADE CONTROL VALVE’.
29.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1993 Repair ‘SHUNT PAD’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘CARD OR CLIP HOLDER’.
02.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRAKE BLOCK RB101’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
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24.09.1993 Repair ‘OUTRIGGERS’.
24.09.1993 Repair ‘OUTRIGGERS’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘WHEEL SET’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 10 M’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BEARERS’.
22.12.1993 Repair ‘BOGIE BEARERS’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1993 Repair ‘WHEEL SET’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BEARERS’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
26.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.01.1994 Repair ‘BRAKE BLOCK RB101’.
26.01.1994 Repair ‘COUPLER KNUCKLE’.
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 10 M’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
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25.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 11

Details: wagon ‘RQJY 11 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $183410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 31.03.1989
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ HS RI CM CN CA
Return to Service Date: 05.08.1996
Cont Connector Type:] P
Cont Max Slots: 7

05.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BEARERS’.
22.08.1989 Repair ‘SIDE BEARER’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
26.08.1989 Repair ‘BRAKE BLOCK RB101’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE LEVER’.
20.09.1989 Repair ‘BRAKE PIN’.
20.09.1989 Repair ‘BRAKE PULL ROD’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
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20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘SIDE MEMBER’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
24.01.1990 Alteration complete ‘MODIFY END OUTRIGGER ON END PLATFORM TO

SUIT DRAWING A1/5-CM-179 REV C ITEMS 5 & 6. MODIFY END DROPDOWN
TWISTLOCK ARRANGEMENT TO SUIT DRAWING A2/13-CM-444 REV C ITEM
14. AQJY 9-13. (RS4474)’.

12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Repair ‘HANDRAILS’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘BRAKE LEVER’.
03.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1990 Repair ‘BRAKE BLOCK RB101’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
29.09.1990 Repair ‘BRAKE LEVER’.
29.09.1990 Repair ‘BRAKE PIN’.
29.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
05.10.1990 Repair ‘SIDE MEMBER’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
20.11.1990 Repair ‘BRAKE BLOCK RB101’.
20.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BEARERS’.
13.12.1990 Repair ‘BRAKE BLOCK RB101’.
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘END FRAME MEMBER’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 11 V’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BEARERS’.
09.01.1991 Repair ‘EMPTY LOAD VALVE’.
09.01.1991 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Repair ‘SIDE BEARER’.
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09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE BLOCK RB101’.
24.01.1991 Repair ‘TWIST LOCK’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘WHEEL SET’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BEARERS’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘HANDRAILS’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 11 V’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘END BRAKE COCK’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
24.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1991 Repair ‘HANDRAILS’.
24.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
04.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1991 Repair ‘COUPLER KNUCKLE’.
04.05.1991 Repair ‘EMPTY LOAD VALVE’.
04.05.1991 Repair ‘GRADE CONTROL VALVE’.
04.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
27.05.1991 Repair ‘TWIST LOCK’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
29.06.1991 Repair ‘HANDRAILS’.
29.06.1991 Repair ‘HANDRAILS’.
29.06.1991 Repair ‘TWIST LOCK’.
29.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
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09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BRAKE BLOCK RB101’.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘EMPTY LOAD VALVE’.
09.09.1991 Repair ‘GRADE CONTROL VALVE’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
04.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1992 Repair ‘SIDE SILL’.
04.01.1992 Repair ‘TWIST LOCK’.
04.01.1992 Repair ‘VEHICLE COMPLETE’.
04.01.1992 Repair ‘WHEEL SET’.
04.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.02.1992 Repair ‘BRAKE PULL ROD’.
04.02.1992 Repair ‘TWIST LOCK’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BEARERS’.
17.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 11 V’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘EMPTY LOAD VALVE’.
27.02.1992 Repair ‘GRADE CONTROL VALVE’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE
COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘AIR RESERVOIRS’.
12.06.1992 Repair ‘BOGIE BEARINGS’.
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12.06.1992 Repair ‘BOGIE BEARINGS’.
12.06.1992 Repair ‘BOGIE BEARINGS’.
12.06.1992 Repair ‘CARD OR CLIP HOLDER’.
12.06.1992 Repair ‘COUPLER COMPLETE’.
12.06.1992 Repair ‘EMPTY LOAD VALVE’.
12.06.1992 Repair ‘GRADE CONTROL VALVE’.
12.06.1992 Repair ‘STANCHION’.
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Repair ‘WHEEL SET’.
12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1992 Repair ‘BRAKE BLOCK RB101’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘WHEEL SET’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE PULL ROD’.
23.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 11 V’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
02.11.1992 Repair ‘WHEEL SET’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
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C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS
& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BRAKE PULL ROD’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
03.04.1993 Repair ‘HANDRAILS’.
03.04.1993 Repair ‘HANDRAILS’.
03.04.1993 Repair ‘HANDRAILS’.
03.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
03.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
22.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1993 Repair ‘BRAKE BLOCK RB101’.
22.05.1993 Repair ‘COUPLER KNUCKLE’.
22.05.1993 Repair ‘EMPTY LOAD VALVE’.
22.05.1993 Repair ‘GRADE CONTROL VALVE’.
22.05.1993 Repair ‘OUTRIGGERS’.
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Repair ‘WHEEL SET’.
22.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
16.10.1993 Repair ‘HANDRAILS’.
16.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘CENTRE SILL’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘WHEEL SET’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BEARERS’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 11 V’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 11 V’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
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10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 11 V’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 11 V’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQJY 12

Details: wagon ‘RQJY 12 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $183410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-20
Date Built: 14.04.1989
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 17.11.1996
Due Triple Valve: 13.01.1993
Last Brake Cylinder: 22.09.1993
Cont Connector Type:] P
Cont Max Slots: 7

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE PULL ROD’.
14.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
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09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘WHEEL SET’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
03.10.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BRAKE BLOCK RB101’.
27.10.1989 Repair ‘BRAKE PULL ROD’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
27.10.1989 Repair ‘END BRAKE COCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Repair ‘WHEEL SET’.
27.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1989 Repair ‘BRAKE BLOCK RB101’.
14.12.1989 Repair ‘BRAKE PULL ROD’.
14.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘EMPTY LOAD VALVE’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘SHUNT PAD’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘WHEEL SET’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
24.01.1990 Alteration complete ‘MODIFY END OUTRIGGER ON END PLATFORM TO

SUIT DRAWING A1/5-CM-179 REV C ITEMS 5 & 6. MODIFY END DROPDOWN
TWISTLOCK ARRANGEMENT TO SUIT DRAWING A2/13-CM-444 REV C ITEM
14. AQJY 9-13. (RS4474)’.

14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE LEVER’.
14.02.1990 Repair ‘BRAKE PULL ROD’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘EMPTY LOAD VALVE’.
14.02.1990 Repair ‘GRADE CONTROL VALVE’.
14.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Repair ‘TWIST LOCK’.
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14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘FLOOR SUPPORT’.
28.02.1990 Repair ‘WHEEL SET’.
28.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘HANDRAILS’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘WHEEL SET’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘WHEEL SET’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BRAKE PULL ROD’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BRAKE SHOE’.
09.10.1990 Repair ‘CENTRE SILL’.
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Repair ‘WHEEL SET’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.
06.11.1990 Repair ‘WHEEL SET’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
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11.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘SIDE BEARER’.
11.01.1991 Repair ‘TRANSOM’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
20.06.1991 Repair ‘HANDRAILS’.
20.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘EMPTY LOAD VALVE’.
01.07.1991 Repair ‘GRADE CONTROL VALVE’.
01.07.1991 Repair ‘HANDRAILS’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Repair ‘TWIST LOCK’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Repair ‘WHEEL SET’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
02.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 12 H’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BRAKE BLOCK RB101’.
13.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.01.1992 Repair ‘COUPLER KNUCKLE’.
13.01.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.02.1992 Repair ‘CENTRE SILL’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
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21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BEARINGS’.
27.03.1992 Repair ‘BOGIE BEARINGS’.
27.03.1992 Repair ‘BOGIE BEARINGS’.
27.03.1992 Repair ‘BRAKE BLOCK RB101’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

16.04.1992 Repair ‘HANDRAILS’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB101’.
11.08.1992 Repair ‘CARD OR CLIP HOLDER’.
11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘HANDRAILS’.
11.08.1992 Repair ‘WHEEL SET’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
21.10.1992 Repair ‘SIDE SILL’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 12 H’
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
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WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1993 Repair ‘WHEEL SET’.
01.02.1993 Repair ‘WHEEL SET’.
01.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS

& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘HANDRAILS’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1993 Repair ‘BRAKE CONTROL PIPE’.
01.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘BRAKE PULL ROD’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘EMPTY LOAD VALVE’.
01.03.1993 Repair ‘GRADE CONTROL VALVE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Repair ‘TRAIN PIPE (END)’.
01.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB101’.
29.04.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘BRANCH PIPE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
07.05.1993 Repair ‘SIDE MEMBER’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
19.05.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘EMPTY LOAD VALVE’.
21.05.1993 Repair ‘GRADE CONTROL VALVE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
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21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘WHEEL SET’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
15.09.1993 Repair ‘HANDRAILS’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BEARERS’.
22.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.09.1993 Repair ‘SIDE SILL’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Repair ‘WHEEL SET’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
26.11.1993 Repair ‘HANDRAILS’.
26.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 12 H’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BOLSTER’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BOLSTER’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
06.02.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 12 H’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
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05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 12 H’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 12 H’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 13

Details: wagon ‘RQJY 13 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 63.6m
Tare Weight: 47.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $183410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: CB F-20
Date Built: 23.06.1989
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 21.07.1996
Last Brake Cylinder: 14.06.1991
Cont Connector Type:] P
Cont Max Slots: 7

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COUPLER COMPLETE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
20.07.1989 Alteration complete ‘REPLACE SLACK ADJUSTER ON INTERMEDIATE

PLATFORM OF AQJY 5-PACK WAGONS WITH MULTIPLE HOLE PULLROD.
AQJY. (RS4435)’.

28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
28.10.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.10.1989 Repair ‘WEAR PLATES & SADDLES’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
25.11.1989 Repair ‘TWIST LOCK’.
25.11.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
24.01.1990 Alteration complete ‘MODIFY END OUTRIGGER ON END PLATFORM TO

SUIT DRAWING A1/5-CM-179 REV C ITEMS 5 & 6. MODIFY END DROPDOWN
TWISTLOCK ARRANGEMENT TO SUIT DRAWING A2/13-CM-444 REV C ITEM
14. AQJY 9-13. (RS4474)’.

24.03.1990 Repair ‘END HOSE’.
24.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BRAKE BLOCK RB101’.
08.05.1990 Repair ‘BRAKE LEVER’.
08.05.1990 Repair ‘BRAKE PULL ROD’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘D & M SLACK ADJUSTER COMPLETE’.
08.05.1990 Repair ‘SIDE SILL’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘WEAR PLATES & SADDLES’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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30.05.1990 Repair ‘BRAKE PULL ROD’.
30.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
04.07.1990 Repair ‘TWIST LOCK’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
18.10.1990 Repair ‘HANDRAILS’.
18.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 13 Q’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘TRAIN PIPE (END)’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BEARERS’.
09.11.1990 Repair ‘BOGIE BEARERS’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
16.01.1991 Repair ‘HANDRAILS’.
16.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BRAKE BLOCK RB101’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
10.09.1991 Repair ‘BRAKE BLOCK RB101’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE BEARERS’.
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02.10.1991 Repair ‘BOGIE BEARERS’.
02.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.10.1991 Repair ‘BRAKE BLOCK RB101’.
02.10.1991 Repair ‘SIDE BEARER’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
26.11.1991 Repair ‘HANDRAILS’.
26.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQJY 13 Q’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘EMPTY LOAD VALVE’.
08.01.1992 Repair ‘GRADE CONTROL VALVE’.
08.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1992 Repair ‘TWIST LOCK’.
08.01.1992 Repair ‘TWIST LOCK’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BEARERS’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 13 Q’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BEARERS’.
17.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 13 Q’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
22.03.1992 Repair ‘BRAKE BLOCK RB101’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE BEARINGS’.
22.04.1992 Repair ‘BOGIE BEARINGS’.
22.04.1992 Repair ‘BOGIE BEARINGS’.
22.04.1992 Repair ‘BRAKE BLOCK RB101’.
22.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘WHEEL SET’.
22.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Repair ‘TOP CENTRE PLATE’.
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27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
25.06.1992 Repair ‘HANDRAILS’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘CARD OR CLIP HOLDER’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘COUPLER KNUCKLE’.
29.07.1992 Repair ‘EMPTY LOAD VALVE’.
29.07.1992 Repair ‘GRADE CONTROL VALVE’.
29.07.1992 Repair ‘WHEEL SET’.
29.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE WEAR PLATES’.
26.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 13 Q’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘BRAKE PULL ROD’.
31.10.1992 Repair ‘EMPTY LOAD VALVE’.
31.10.1992 Repair ‘GRADE CONTROL VALVE’.
31.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BRANCH PIPE’.
03.02.1993 Repair ‘COUPLER KNUCKLE’.
03.02.1993 Repair ‘WHEEL SET’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
04.02.1993 Alteration complete ‘INSPECT ALL OUTRIGGERS FOR CRACKED WELDS
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& REPAIR WELDS IF ANY WELDS ARE FOUND TO BE CRACKED. AQJY 1-13.
(RS4772)’.

10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘CENTRE SILL’.
10.02.1993 Repair ‘CENTRE SILL’.
10.02.1993 Repair ‘CENTRE SILL’.
10.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 13 Q’
15.03.1993 Repair ‘BOGIE BEARERS’.
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB101’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘OUTRIGGERS’.
18.06.1993 Repair ‘WHEEL SET’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
26.06.1993 Repair ‘VEHICLE COMPLETE’.
26.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 13 Q’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
27.08.1993 Repair ‘HANDRAILS’.
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Repair ‘VEHICLE COMPLETE’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘BRAKE BLOCK RB101’.
09.10.1993 Repair ‘STANCHION’.
09.10.1993 Repair ‘STANCHION’.
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Repair ‘VEHICLE COMPLETE’.
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09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
12.11.1993 Repair ‘HANDRAILS’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 13 Q’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 13 Q’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 13 Q’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
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31.07.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 15

Details: wagon ‘RQJY 15 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $178780
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 01.06.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 196 tonnes

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 22.10.1996
Last Triple Valve: 30.11.1990
Last Single Car Test: 08.07.1991
Cont Connector Type:] P
Cont Max Slots: 10

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BODY COMPLETE’.
06.06.1990 Repair ‘BOGIE BEARERS’.
06.06.1990 Repair ‘BOGIE BEARERS’.
06.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1990 Repair ‘BRAKE BLOCK RB101’.
06.06.1990 Repair ‘BRAKE BLOCK RB101’.
06.06.1990 Repair ‘BRAKE BLOCK RB101’.
06.06.1990 Repair ‘BRAKE PULL ROD’.
06.06.1990 Repair ‘END HOSE’.
06.06.1990 Repair ‘SIDE BEARER’.
06.06.1990 Repair ‘SIDE BEARER’.
06.06.1990 Repair ‘TRANSOM’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
13.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
11.07.1990 Repair ‘HANDBRAKE HANDLE’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BRAKE PULL ROD’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
23.07.1990 Repair ‘HANDBRAKE HANDLE’.
23.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRAKE BLOCK RB101’.
17.09.1990 Repair ‘BRAKE LEVER’.
17.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BRAKE LEVER’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
28.09.1990 Repair ‘BOGIE BOLSTER’.
28.09.1990 Repair ‘HANDBRAKE HANDLE’.
28.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
28.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE COMPLETE’.
01.10.1990 Repair ‘SIDE MEMBER’.
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01.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 15 L’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BEARERS’.
30.10.1990 Repair ‘BOGIE BEARERS’.
30.10.1990 Repair ‘BRAKE BLOCK RB101’.
30.10.1990 Repair ‘BRAKE LEVER’.
30.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
17.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1990 Repair ‘BOGIE BEARERS’.
17.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1990 Repair ‘BRAKE BLOCK RB101’.
17.11.1990 Repair ‘BRAKE BLOCK RB101’.
17.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1990 Repair ‘VEHICLE COMPLETE’.
17.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE BLOCK RB101’.
30.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE BEARERS’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
27.04.1991 Repair ‘BRANCH PIPE’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
24.05.1991 Repair ‘END HOSE’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 15 L’
21.06.1991 Repair ‘BRAKE BLOCK RB101’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
27.06.1991 Repair ‘BRAKE BLOCK RB101’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK OTHER’.
02.07.1991 Repair ‘BRAKE BLOCK OTHER’.
02.07.1991 Repair ‘BRAKE BLOCK OTHER’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 15 L’
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02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 15 L’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE BEARERS’.
19.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1991 Repair ‘BRAKE PULL ROD’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
13.10.1991 Repair ‘BRAKE BLOCK RB101’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
16.10.1991 Repair ‘TRAIN PIPE’.
16.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQJY 15 L’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
05.11.1991 Repair ‘HANDBRAKE HANDLE’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
15.12.1991 Repair ‘BRAKE BLOCK RB101’.
15.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.02.1992 Repair ‘BRAKE BLOCK RB101’.
03.02.1992 Repair ‘CENTRE SILL’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
22.03.1992 Repair ‘BRAKE BLOCK RB101’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE BEARINGS’.
15.05.1992 Repair ‘BOGIE BEARINGS’.
15.05.1992 Repair ‘BOGIE BEARINGS’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
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15.05.1992 Repair ‘WHEEL SET’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘CARD OR CLIP HOLDER’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARINGS’.
30.09.1992 Repair ‘BRAKE LEVER’.
30.09.1992 Repair ‘COUPLER KNUCKLE’.
30.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.09.1992 Repair ‘HANDBRAKE HANDLE’.
30.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.11.1992 Repair ‘WHEEL SET’.
20.11.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 15 L’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE BLOCK RB101’.
11.12.1992 Repair ‘BRAKE LEVER’.
11.12.1992 Repair ‘BRAKE PULL ROD’.
11.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘WHEEL SET’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

10.03.1993 Repair ‘SIDE SILL’.
10.03.1993 Repair ‘SIDE SILL’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB101’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘HANDRAILS’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.03.1993 Repair ‘WHEEL SET’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE LEVER’.
30.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
31.05.1993 Repair ‘HANDRAILS’.
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
06.06.1993 Repair ‘BRAKE CONTROL PIPE’.
06.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘GRADE CONTROL VALVE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BEARERS’.
29.09.1993 Repair ‘BRAKE BLOCK RB101’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘SIDE MEMBER’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.01.1994 Repair ‘COUPLER KNUCKLE’.
11.01.1994 Repair ‘EMPTY LOAD VALVE’.
11.01.1994 Repair ‘GRADE CONTROL VALVE’.
11.01.1994 Repair ‘HANDBRAKE HANDLE’.
11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 15 L’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 15 L’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 15 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
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06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 15 L’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
22.10.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 16

Details: wagon ‘RQJY 16 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 12.07.1990
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 03.02.1997
Due Triple Valve: 02.06.1994
Last Brake Cylinder: 02.06.1993
Last Single Car Test: 24.10.1992
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE STENCILS’.
12.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 16 U’
28.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1990 Repair ‘HANDBRAKE HANDLE’.
28.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE LEVER’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1990 Repair ‘BOGIE COMPLETE’.
15.11.1990 Repair ‘BRAKE LEVER’.
15.11.1990 Repair ‘BRAKE PULL ROD’.
15.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘RELAY VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE COMPLETE’.
07.12.1990 Repair ‘BRAKE BLOCK RB101’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
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07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

12.05.1991 Repair ‘BRANCH PIPE’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
29.08.1991 Repair ‘END BRAKE COCK’.
29.08.1991 Repair ‘END HOSE’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘WHEEL SET’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘EMPTY LOAD VALVE’.
13.11.1991 Repair ‘GRADE CONTROL VALVE’.
13.11.1991 Repair ‘WHEEL SET’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
20.11.1991 Repair ‘HANDBRAKE HANDLE’.
20.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 16 U’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE BEARINGS’.
23.03.1992 Repair ‘CENTRE SILL’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
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27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘CARD OR CLIP HOLDER’.
30.06.1992 Repair ‘WHEEL SET’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1992 Repair ‘COUPLER KNUCKLE’.
12.09.1992 Repair ‘COUPLER KNUCKLE’.
12.09.1992 Repair ‘EMPTY LOAD VALVE’.
12.09.1992 Repair ‘EMPTY LOAD VALVE’.
12.09.1992 Repair ‘GRADE CONTROL VALVE’.
12.09.1992 Repair ‘GRADE CONTROL VALVE’.
12.09.1992 Repair ‘WHEEL SET’.
12.09.1992 Repair ‘WHEEL SET’.
12.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘BRAKE BLOCK RB101’.
24.10.1992 Repair ‘COUPLER KNUCKLE’.
24.10.1992 Repair ‘EMPTY LOAD VALVE’.
24.10.1992 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1992 Repair ‘WHEEL SET’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
18.12.1992 Repair ‘WHEEL SET’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.
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16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BRAKE BLOCK RB101’.
16.02.1993 Repair ‘BRAKE PULL ROD’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1993 Repair ‘WHEEL SET’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB101’.
30.04.1993 Repair ‘BRAKE LEVER’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.06.1993 Repair ‘BRAKE BLOCK RB101’.
02.06.1993 Repair ‘BRAKE PULL ROD’.
02.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1993 Repair ‘WHEEL SET’.
02.06.1993 Repair ‘WHEEL SET’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 16 U’
06.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1993 Repair ‘HANDRAILS’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 16 U’
28.10.1993 Repair ‘BRAKE PIN’.
28.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
03.01.1994 Repair ‘HANDRAILS’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 16 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 16 U’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
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21.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.

RQJY 17

Details: wagon ‘RQJY 17 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
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Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 17.07.1990
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RI HS AD CM CN CA
Return to Service Date: 14.11.1996
Last Triple Valve: 30.08.1991
Last Brake Cylinder: 22.02.1993
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘VEHICLE COMPLETE’.
18.07.1990 Repair ‘VEHICLE COMPLETE’.
18.07.1990 Repair ‘VEHICLE STENCILS’.
18.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 17 G’
28.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1990 Repair ‘COUPLER KNUCKLE’.
28.07.1990 Repair ‘EMPTY LOAD VALVE’.
28.07.1990 Repair ‘GRADE CONTROL VALVE’.
28.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1990 Repair ‘HANDRAILS’.
28.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE LEVER’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE BLOCK RB101’.
22.10.1990 Repair ‘BRAKE LEVER’.
22.10.1990 Repair ‘BRANCH PIPE’.
22.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1990 Repair ‘BRAKE BLOCK RB101’.
03.11.1990 Repair ‘BRAKE LEVER’.
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03.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1990 Repair ‘WHEEL SET’.
03.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘RELAY VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE BLOCK RB101’.
30.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

14.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 17 G’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘COUPLER KNUCKLE’.
24.01.1991 Repair ‘EMPTY LOAD VALVE’.
24.01.1991 Repair ‘GRADE CONTROL VALVE’.
24.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘VEHICLE STENCILS’.
07.05.1991 Repair ‘WHEEL SET’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRANCH PIPE’.
30.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 17 G’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1991 Repair ‘WHEEL SET’.
10.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
20.12.1991 Repair ‘HANDRAILS’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 17 G’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BRAKE LEVER’.
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14.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘CENTRE SILL’.
24.03.1992 Repair ‘VEHICLE COMPLETE’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARINGS’.
28.05.1992 Repair ‘BOGIE BEARINGS’.
28.05.1992 Repair ‘BOGIE BEARINGS’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB101’.
20.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘EMPTY LOAD VALVE’.
20.08.1992 Repair ‘GRADE CONTROL VALVE’.
20.08.1992 Repair ‘HANDRAILS’.
20.08.1992 Repair ‘HANDRAILS’.
20.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1992 Repair ‘WHEEL SET’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 17 G’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1992 Repair ‘BRAKE BLOCK RB101’.
03.11.1992 Repair ‘BRAKE PULL ROD’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
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03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1992 Repair ‘TRAIN PIPE (END)’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BRAKE LEVER’.
22.02.1993 Repair ‘BRAKE PULL ROD’.
22.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
01.03.1993 Repair ‘HANDRAILS END’.
01.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 17 G’
26.07.1993 Repair ‘BOGIE COMPLETE’.
26.07.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 17 G’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1993 Repair ‘VEHICLE COMPLETE’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
24.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1993 Repair ‘BRAKE BLOCK RB101’.
24.10.1993 Repair ‘BRAKE BLOCK RB101’.
24.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.10.1993 Repair ‘BRAKE PULL ROD’.
24.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
18.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 17 G’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘WHEEL SET’.
04.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BEARERS’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 17 G’
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09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQJY 17 G’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 17 G’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 18

Details: wagon ‘RQJY 18 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 24.07.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 12.06.1996
Last Triple Valve: 14.11.1990
Last Brake Cylinder: 01.09.1992
Last Single Car Test: 14.11.1990
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Repair ‘VEHICLE STENCILS’.
24.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 18 P’
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB101’.
24.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘WHEEL SET’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.09.1990 Repair ‘BRAKE BLOCK RB101’.
11.09.1990 Repair ‘BRAKE BLOCK RB101’.
11.09.1990 Repair ‘BRAKE LEVER’.
11.09.1990 Repair ‘BRAKE PULL ROD’.
11.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘HANDRAILS’.
11.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
19.09.1990 Repair ‘VEHICLE COMPLETE’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE LEVER’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BRAKE BLOCK RB101’.
17.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.10.1990 Repair ‘BRANCH PIPE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BRAKE LEVER’.
29.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRAKE BLOCK RB101’.
09.11.1990 Repair ‘BRAKE BLOCK RB101’.
09.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘WHEEL SET’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1990 Repair ‘BRAKE BLOCK RB101’.
14.11.1990 Repair ‘BRAKE BLOCK RB101’.
14.11.1990 Repair ‘BRAKE PULL ROD’.
14.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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14.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1990 Repair ‘VEHICLE COMPLETE’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘RELAY VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

27.02.1991 Repair ‘END BRAKE COCK’.
27.02.1991 Repair ‘END HOSE’.
27.02.1991 Repair ‘TRAIN PIPE (END)’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
23.06.1991 Repair ‘BOGIE SIDEFRAME’.
23.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
05.11.1991 Repair ‘HANDRAILS’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘VEHICLE STENCILS’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.02.1992 Repair ‘CENTRE SILL’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BRAKE BLOCK RB101’.
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13.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Repair ‘WHEEL SET’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BOGIE BEARINGS’.
29.05.1992 Repair ‘BOGIE BEARINGS’.
29.05.1992 Repair ‘BOGIE BEARINGS’.
29.05.1992 Repair ‘EMPTY LOAD VALVE’.
29.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BRAKE BLOCK RB101’.
01.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1992 Repair ‘CARD OR CLIP HOLDER’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘AIR RESERVOIRS’.
12.08.1992 Repair ‘BOGIE BEARINGS’.
12.08.1992 Repair ‘BRAKE BLOCK RB101’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BEARINGS’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB101’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘BRAKE PULL ROD’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
19.09.1992 Repair ‘UNDERFRAME COMPLETE’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
16.11.1992 Repair ‘CARD OR CLIP HOLDER’.
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16.11.1992 Repair ‘CARD OR CLIP HOLDER’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BRAKE LEVER’.
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1993 Repair ‘BRAKE BLOCK RB101’.
08.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE LEVER’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1993 Repair ‘BRAKE BLOCK RB101’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Repair ‘WHEEL SET’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
11.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.08.1993 Repair ‘SIDE SILL’.
11.08.1993 Repair ‘WHEEL SET’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
25.09.1993 Repair ‘HANDRAILS’.
25.09.1993 Repair ‘HANDRAILS’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 18 P’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘COUPLER KNUCKLE’.
02.11.1993 Repair ‘EMPTY LOAD VALVE’.
02.11.1993 Repair ‘GRADE CONTROL VALVE’.
02.11.1993 Repair ‘SIDE MEMBER’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
02.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 18 P’
02.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 18 P’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 18 P’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 18 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 18 P’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 19

Details: wagon ‘RQJY 19 S’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 30.07.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 31.08.1996
Due Triple Valve: 22.06.1993
Last Triple Valve: 22.05.1993
Last Brake Cylinder: 11.12.1992
Last Single Car Test: 11.12.1992
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

01.08.1990 Repair ‘BODY COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Repair ‘VEHICLE STENCILS’.
01.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 19 B’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘HANDBRAKE HANDLE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BRAKE BLOCK RB101’.
05.09.1990 Repair ‘BRAKE LEVER’.
05.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1990 Repair ‘TRAIN PIPE’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.09.1990 Repair ‘BRAKE BLOCK RB101’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE LEVER’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BRAKE LEVER’.
22.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BRAKE LEVER’.
01.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘WHEEL SET’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Repair ‘RELAY VALVE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.11.1990 Repair ‘WHEEL SET’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
17.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 19 B’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE LEVER’.
25.03.1991 Repair ‘BRAKE LEVER’.
25.03.1991 Repair ‘BRAKE PULL ROD’.
25.03.1991 Repair ‘END BRAKE COCK’.
25.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1991 Repair ‘SIDE BEARER’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.04.1991 Repair ‘SIDE BEARER’.
17.04.1991 Repair ‘SIDE SILL’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
02.05.1991 Repair ‘END SILL’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 19 B’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘WHEEL SET’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1991 Repair ‘WHEEL SET’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BRAKE BLOCK RB101’.
06.11.1991 Repair ‘HANDRAILS’.
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
17.11.1991 Repair ‘BRAKE BLOCK RB101’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 19 B’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘CENTRE SILL’.
10.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1992 Repair ‘VEHICLE COMPLETE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BEARINGS’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

12.04.1992 Repair ‘BRAKE BLOCK RB101’.
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12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 19 B’
08.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 19 B’
16.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1992 Repair ‘BRAKE BLOCK RB101’.
16.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.05.1992 Repair ‘COUPLER KNUCKLE’.
16.05.1992 Repair ‘EMPTY LOAD VALVE’.
16.05.1992 Repair ‘GRADE CONTROL VALVE’.
16.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1992 Repair ‘BRAKE PIN’.
22.06.1992 Repair ‘BRANCH PIPE’.
22.06.1992 Repair ‘CARD OR CLIP HOLDER’.
22.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1992 Repair ‘TWIST LOCK’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRAKE BLOCK RB95’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Repair ‘EMPTY LOAD VALVE’.
31.08.1992 Repair ‘GRADE CONTROL VALVE’.
31.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1992 Repair ‘WHEEL SET’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1992 Repair ‘BRAKE BLOCK RB101’.
29.09.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.09.1992 Repair ‘BRAKE LEVER’.
29.09.1992 Repair ‘BRAKE PULL ROD’.
29.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘WHEEL SET’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘BRAKE PULL ROD’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘VEHICLE COMPLETE’.
26.11.1992 Repair ‘WHEEL SET’.
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26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE LEVER’.
11.12.1992 Repair ‘BRAKE PULL ROD’.
11.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
22.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.05.1993 Repair ‘COUPLER KNUCKLE’.
22.05.1993 Repair ‘EMPTY LOAD VALVE’.
22.05.1993 Repair ‘GRADE CONTROL VALVE’.
22.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
28.05.1993 Repair ‘VEHICLE COMPLETE’.
28.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE BLOCK RB101’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
21.09.1993 Repair ‘HANDBRAKE HANDLE’.
21.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 19 B’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.12.1993 Repair ‘WHEEL SET’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.01.1994 Repair ‘COUPLER KNUCKLE’.
20.01.1994 Repair ‘WHEEL SET’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 19 B’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 19 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 19 B’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 20

Details: wagon ‘RQJY 20 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 23.08.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 19.07.1996
Last Triple Valve: 30.11.1990
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

23.08.1990 Repair ‘BOGIE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 20 U’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1990 Repair ‘BRAKE BLOCK OTHER’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘SIDE MEMBER’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘WHEEL SET’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 20 U’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘BRAKE LEVER’.
29.09.1990 Repair ‘BRAKE PULL ROD’.
29.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
13.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1990 Repair ‘WHEEL SET’.
13.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BRAKE BLOCK RB101’.
17.10.1990 Repair ‘BRAKE BLOCK RB101’.
17.10.1990 Repair ‘BRAKE PULL ROD’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘WHEEL SET’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1990 Repair ‘BRAKE BLOCK RB101’.
19.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.11.1990 Repair ‘BRAKE PULL ROD’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
30.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1990 Repair ‘BRAKE BLOCK RB101’.
07.12.1990 Repair ‘BRAKE LEVER’.
07.12.1990 Repair ‘BRAKE PULL ROD’.
07.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

21.02.1991 Repair ‘HANDRAILS’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
16.04.1991 Repair ‘BRAKE BLOCK RB101’.
16.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
17.11.1991 Repair ‘BRAKE BLOCK RB101’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
07.02.1992 Repair ‘VEHICLE STENCILS’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
18.03.1992 Repair ‘BRAKE BLOCK RB101’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARINGS’.
24.03.1992 Repair ‘CENTRE SILL’.
24.03.1992 Repair ‘WHEEL SET’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

29.04.1992 Repair ‘WHEEL SET’.
29.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
31.05.1992 Repair ‘WHEEL SET’.
31.05.1992 Repair ‘WHEEL SET’.
31.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BOGIE BEARINGS’.
04.09.1992 Repair ‘BRAKE BLOCK RB101’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
04.09.1992 Repair ‘EMPTY LOAD VALVE’.
04.09.1992 Repair ‘GRADE CONTROL VALVE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
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22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘EMPTY LOAD VALVE’.
22.10.1992 Repair ‘GRADE CONTROL VALVE’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘WHEEL SET’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

14.01.1993 Repair ‘HANDRAILS’.
14.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘WHEEL SET’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
05.10.1993 Repair ‘BOGIE COMPLETE’.
05.10.1993 Repair ‘END COMPLETE’.
05.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 20 U’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 20 U’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
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29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 20 U’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 21

Details: wagon ‘RQJY 21 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-24
Date Built: 24.08.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 10.08.1996
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

24.08.1990 Repair ‘BODY COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE STENCILS’.
24.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 21 G’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE BLOCK RB101’.
07.09.1990 Repair ‘BRAKE LEVER’.
07.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

15.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 21 G’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BRAKE LEVER’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘WHEEL SET’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE BOLSTER’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘WHEEL SET’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
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23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BRAKE PULL ROD’.
23.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘EMPTY LOAD VALVE’.
11.02.1991 Repair ‘GRADE CONTROL VALVE’.
11.02.1991 Repair ‘VEHICLE STENCILS’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
10.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 21 G’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
02.09.1991 Repair ‘HANDRAILS END’.
02.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 21 G’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRAKE LEVER’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 21 G’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘CENTRE SILL’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘VEHICLE COMPLETE’.
19.02.1992 Repair ‘WHEEL SET’.
19.02.1992 Repair ‘WHEEL SET’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘COUPLER KNUCKLE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
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24.04.1992 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Repair ‘WHEEL SET’.
24.04.1992 Repair ‘WHEEL SET’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘BRAKE BLOCK RB95’.
22.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
22.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.05.1992 Repair ‘EMPTY LOAD VALVE’.
22.05.1992 Repair ‘GRADE CONTROL VALVE’.
22.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE BLOCK RB101’.
08.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1992 Repair ‘CARD OR CLIP HOLDER’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
18.08.1992 Repair ‘HANDRAILS’.
18.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 21 G’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1992 Repair ‘BRAKE BLOCK RB101’.
02.09.1992 Repair ‘BRAKE BLOCK RB101’.
02.09.1992 Repair ‘BRAKE LEVER’.
02.09.1992 Repair ‘BRAKE PULL ROD’.
02.09.1992 Repair ‘GRADE CONTROL VALVE’.
02.09.1992 Repair ‘WHEEL SET’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
18.09.1992 Repair ‘END BRAKE COCK’.
18.09.1992 Repair ‘HANDRAILS’.
18.09.1992 Repair ‘SIDE STEP’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 21 G’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
07.11.1992 Repair ‘HANDRAILS’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 21 G’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK RB101’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
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24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 21 G’
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE LEVER’.
04.05.1993 Repair ‘WHEEL SET’.
04.05.1993 Repair ‘WHEEL SET’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BRAKE BLOCK RB101’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BEARERS’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.01.1994 Repair ‘COUPLER KNUCKLE’.
20.01.1994 Repair ‘EMPTY LOAD VALVE’.
20.01.1994 Repair ‘HAND RELEASE (AIR)’.
20.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
28.02.1994 Repair ‘SIDE SILL’.
28.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 21 G’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 21 G’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
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22.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQJY 22

Details: wagon ‘RQJY 22 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 64m
Tare Weight: 48.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-24
Date Built: 29.08.1990
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQJY
BSG Code: FSQQ

Capacity of 173 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 29.04.1996
Due Triple Valve: 05.08.1992
Last Triple Valve: 05.08.1991
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE STENCILS’.
03.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQJY 22 P’
10.09.1990 Alteration complete ‘REMOVE EXISTING 5‘X10’ & 7‘X14’ BOGIE LEVERS

AND REPLACE WITH 145X220 BOGIE LEVERS (DRG A3/W3-20) TO 13 NO. AQJY
15-27 5-PACK WAGONS. READJUST BRAKE RIGGING SET-UP ON WAGONS TO
SUIT DWGS A0/W4-4 & A1/7-CM-388/ITEM 18. AQJY 15 - 27. (RS4542)’.

01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘WHEEL SET’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE BLOCK RB101’.
28.11.1990 Repair ‘BRAKE BLOCK RB101’.
28.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.11.1990 Repair ‘BRAKE LEVER’.
28.11.1990 Repair ‘BRAKE LEVER’.
28.11.1990 Repair ‘BRAKE PULL ROD’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘VEHICLE STENCILS’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
05.06.1991 Repair ‘HANDRAILS’.
05.06.1991 Repair ‘HANDRAILS’.
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05.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 22 P’
05.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1991 Repair ‘BRAKE LEVER’.
05.08.1991 Repair ‘BRAKE PULL ROD’.
05.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.08.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.08.1991 Repair ‘COUPLER KNUCKLE’.
05.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.08.1991 Repair ‘EMPTY LOAD VALVE’.
05.08.1991 Repair ‘GRADE CONTROL VALVE’.
05.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1991 Repair ‘TWIST LOCK’.
05.08.1991 Repair ‘TWIST LOCK’.
05.08.1991 Repair ‘TWIST LOCK’.
05.08.1991 Repair ‘TWIST LOCK’.
05.08.1991 Repair ‘TWIST LOCK’.
05.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE LEVER’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
12.12.1991 Repair ‘BRAKE BLOCK RB101’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 22 P’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘CENTRE SILL’.
11.03.1992 Repair ‘EMPTY LOAD VALVE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

12.04.1992 Repair ‘BRAKE BLOCK RB101’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 22 P’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘CARD OR CLIP HOLDER’.
03.06.1992 Repair ‘WHEEL SET’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BEARINGS’.
03.09.1992 Repair ‘BRAKE BLOCK RB101’.
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03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARINGS’.
30.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘VEHICLE COMPLETE’.
30.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE BEARINGS’.
30.10.1992 Repair ‘COUPLER KNUCKLE’.
30.10.1992 Repair ‘EMPTY LOAD VALVE’.
30.10.1992 Repair ‘GRADE CONTROL VALVE’.
30.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE LEVER’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
26.11.1992 Repair ‘HANDRAILS’.
26.11.1992 Repair ‘TRAIN PIPE’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 22 P’
08.12.1992 Repair ‘HANDBRAKE HANDLE’.
08.12.1992 Repair ‘HANDRAILS’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 22 P’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BRAKE BLOCK RB101’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1993 Repair ‘WHEEL SET’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQJY 22 P’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BEARERS’.
08.02.1993 Repair ‘SIDE BEARER’.
08.02.1993 Repair ‘SIDE BEARER’.
08.02.1993 Repair ‘SIDE BEARER’.
08.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
01.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1993 Repair ‘BRAKE CONTROL PIPE’.
01.05.1993 Repair ‘VEHICLE COMPLETE’.
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01.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
29.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1993 Repair ‘BRAKE BLOCK RB101’.
29.05.1993 Repair ‘BRAKE LEVER’.
29.05.1993 Repair ‘BRAKE PULL ROD’.
29.05.1993 Repair ‘CENTRE SILL’.
29.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
03.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1993 Repair ‘BRAKE BLOCK RB101’.
03.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘FLOOR SHEETING’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘WHEEL SET’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘WHEEL SET’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQJY 22 P’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQJY’ CONTAINER FLATS TO ‘RQJY‘.

(NRC021)’. New class: ‘RQJY’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQJY 22 P’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
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13.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.

2.709 Wagon classification starting with ‘RQK’

RQKF 2377

07.04.1995 Reclassified from wagon ‘RQKF 2377 X’ to ’ wagon ‘RQMF 2377 Y’.

RQKF 2772

07.04.1995 Reclassified from wagon ‘RQKF 2772 Y’ to ’ wagon ‘RQMF 2772 U’.

RQKY 2017

Details: wagon ‘RQKY 2017 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.09.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 14.09.1996
Due Triple Valve: 17.08.1987
Last Triple Valve: 22.02.1990
Last Brake Cylinder: 13.08.1991
Last Single Car Test: 15.12.1989
Last Lift: 01.05.1984
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.09.1989 Repair ‘VEHICLE COMPLETE’.
11.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
07.10.1989 Repair ‘HANDRAILS END’.
07.10.1989 Repair ‘STEP’.
07.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2017 W’
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE CONTROL PIPE’.
14.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1989 Repair ‘TRAIN PIPE (END)’.
14.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2017 W’
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘VEHICLE COMPLETE’.
18.12.1989 Repair ‘VEHICLE STENCILS’.
18.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2017 W’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BEARINGS’.
01.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.06.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1990 Repair ‘EMPTY LOAD VALVE’.
01.06.1990 Repair ‘GRADE CONTROL VALVE’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Repair ‘WHEEL SET’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Repair ‘WHEEL SET’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘ISOLATING COCK’.
09.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
22.07.1990 Repair ‘BRAKE BLOCK RB95’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Repair ‘COUPLER KNUCKLE’.
01.10.1990 Repair ‘EMPTY LOAD VALVE’.
01.10.1990 Repair ‘GRADE CONTROL VALVE’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘TWIST LOCK’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
03.01.1991 Repair ‘VEHICLE COMPLETE’.
03.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
04.03.1991 Repair ‘END SILL’.
04.03.1991 Repair ‘SIDE BEARER’.
04.03.1991 Repair ‘SIDE SILL’.
04.03.1991 Repair ‘TOP CENTRE PLATE’.
04.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2017 W’
12.03.1991 Repair ‘BOGIE SPRING’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2017 W’
06.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
10.05.1991 Repair ‘WEAR PLATES & SADDLES’.
10.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE ADAPTER’.
15.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.07.1991 Repair ‘WHEEL SET’.
15.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BOLSTER’.
13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
13.08.1991 Repair ‘BOGIE SIDEFRAME’.
13.08.1991 Repair ‘BOGIE WEAR PLATES’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
06.09.1991 Repair ‘END HOSE’.
06.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
12.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
28.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.09.1991 Repair ‘COUPLER KNUCKLE’.
28.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2017 W’
17.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
31.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
07.01.1992 Repair ‘BOGIE SPRING’.
07.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB101’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘EMPTY LOAD VALVE’.
04.03.1992 Repair ‘GRADE CONTROL VALVE’.
04.03.1992 Repair ‘TRAIN PIPE (END)’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE SIDEFRAME’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
29.04.1992 Repair ‘BOGIE SPRING’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1992 Repair ‘BOGIE SPRING’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
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25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1992 Repair ‘VEHICLE COMPLETE’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE SPRING’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.01.1993 Repair ‘WHEEL SET’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE FRICTION WEDGE’.
30.04.1993 Repair ‘BOGIE SIDEFRAME’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
05.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
31.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BEARINGS’.
12.10.1993 Repair ‘BOGIE SPRING’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
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10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2017 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2017 W’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.08.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2018

Details: wagon ‘RQKY 2018 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 11.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 03.01.1996
Last Brake Cylinder: 10.06.1993
Last Single Car Test: 10.06.1993
Last Lift: 01.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1989 Repair ‘BRANCH PIPE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
11.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘STEP’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘WHEEL SET’.
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11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
17.03.1990 Repair ‘BRAKE BLOCK RB95’.
17.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.03.1990 Repair ‘BRAKE LEVER’.
17.03.1990 Repair ‘BRAKE PULL ROD’.
17.03.1990 Repair ‘COUPLER COMPLETE’.
17.03.1990 Repair ‘EMPTY LOAD VALVE’.
17.03.1990 Repair ‘GRADE CONTROL VALVE’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘WHEEL SET’.
17.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1990 Repair ‘TRAIN PIPE (END)’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2018 X’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Repair ‘COUPLER KNUCKLE’.
02.08.1990 Repair ‘EMPTY LOAD VALVE’.
02.08.1990 Repair ‘GRADE CONTROL VALVE’.
02.08.1990 Repair ‘TWIST LOCK’.
02.08.1990 Repair ‘TWIST LOCK’.
02.08.1990 Repair ‘TWIST LOCK’.
02.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2018 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BRAKE BLOCK RB95’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘EMPTY LOAD VALVE’.
01.12.1990 Repair ‘GRADE CONTROL VALVE’.
01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Repair ‘TWIST LOCK’.
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01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE SPRING’.
14.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2018 X’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘BRAKE LEVER’.
02.05.1991 Repair ‘BRAKE PIN’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘WHEEL SET’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE PIN’.
30.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.05.1991 Repair ‘COUPLER KNUCKLE’.
30.05.1991 Repair ‘EMPTY LOAD VALVE’.
30.05.1991 Repair ‘END BRAKE COCK’.
30.05.1991 Repair ‘GRADE CONTROL VALVE’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
01.07.1991 Repair ‘TWIST LOCK’.
01.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1991 Repair ‘EMPTY LOAD VALVE’.
29.08.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Repair ‘WHEEL SET’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘GRADE CONTROL VALVE’.
01.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘WHEEL SET’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
14.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1991 Repair ‘TWIST LOCK’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
26.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘BRAKE PULL ROD’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘WHEEL SET’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
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08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘TOP CENTRE PLATE’.
08.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2018 X’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BEARERS’.
28.01.1993 Repair ‘BOGIE COMPLETE’.
28.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘EMPTY LOAD VALVE’.
28.01.1993 Repair ‘GRADE CONTROL VALVE’.
28.01.1993 Repair ‘HANDRAILS’.
28.01.1993 Repair ‘HANDRAILS END’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1993 Repair ‘STEP’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRAKE CONTROL PIPE’.
25.05.1993 Repair ‘TRAIN PIPE (END)’.
25.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2018 X’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1993 Repair ‘TRAIN PIPE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2018 X’
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24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘BRAKE LEVER’.
24.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
01.07.1993 Repair ‘BOGIE SIDEFRAME’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2018 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2018 X’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2018 X’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2019

Details: wagon ‘RQKY 2019 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 02.01.1996
Due Triple Valve: 13.02.1992
Last Triple Valve: 20.09.1988
Last Brake Cylinder: 03.07.1992
Last Single Car Test: 05.10.1990
Last Lift: 20.12.1985
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BEARERS’.
25.08.1989 Repair ‘BOGIE BOLSTER’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘SIDE BEARER’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘VEHICLE RECLASSIFY’.
25.08.1989 Repair ‘VEHICLE RETARE’.
25.08.1989 Repair ‘VEHICLE STENCILS’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
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25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
14.10.1989 Repair ‘HANDRAILS’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2019 R’
15.10.1989 Repair ‘BRAKE BLOCK RB95’.
15.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘END BRAKE COCK’.
10.11.1989 Repair ‘HANDRAILS END’.
10.11.1989 Repair ‘TRAIN PIPE (END)’.
10.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2019 R’
06.01.1990 Repair ‘HANDRAILS END’.
06.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BRANCH PIPE’.
11.01.1990 Repair ‘END FRAME MEMBER’.
11.01.1990 Repair ‘ISOLATING COCK’.
11.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2019 R’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Repair ‘CARD OR CLIP HOLDER’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘TOP CENTRE PLATE’.
30.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2019 R’
01.06.1990 Repair ‘HANDRAILS END’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2019 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘COUPLER COMPLETE’.
04.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.10.1990 Repair ‘HANDRAILS END’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘SIDE BEARER’.
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04.10.1990 Repair ‘TOP CENTRE PLATE’.
04.10.1990 Repair ‘TRAIN PIPE (END)’.
04.10.1990 Repair ‘TRAIN PIPE’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2019 R’
06.10.1990 Repair ‘BOGIE BEARINGS’.
06.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
28.10.1990 Repair ‘BRAKE BLOCK RB95’.
28.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.11.1990 Repair ‘BRAKE BLOCK RB95’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘END HOSE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘TRAIN PIPE (END)’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘TWIST LOCK’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
16.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
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19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘WHEEL SET’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE LEVER’.
11.11.1991 Repair ‘BRAKE PULL ROD’.
11.11.1991 Repair ‘BRANCH PIPE’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1992 Repair ‘BOGIE WEAR PLATES’.
02.03.1992 Repair ‘BRAKE LEVER’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘GRADE CONTROL VALVE’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
23.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BRAKE BLOCK RB95’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘END BRAKE COCK’.
03.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘TWIST LOCK’.
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19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘VEHICLE COMPLETE’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1993 Repair ‘EMPTY LOAD VALVE’.
27.01.1993 Repair ‘GRADE CONTROL VALVE’.
27.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘WHEEL SET’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
27.02.1993 Repair ‘HANDRAILS’.
27.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE COMPLETE’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
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13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Repair ‘HAND RELEASE (AIR)’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Repair ‘EMPTY LOAD VALVE’.
30.10.1993 Repair ‘END FRAME MEMBER’.
30.10.1993 Repair ‘GRADE CONTROL VALVE’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE BLOCK RB95’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2019 R’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2019 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2019 R’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2019 R’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.

17468



2.709. Wagon classification starting with ‘RQK’

06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
(RS4902)’. New class: ‘RQMF’.

26.04.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2021

Details: wagon ‘RQKY 2021 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.09.1995
Last Triple Valve: 24.10.1988
Last Brake Cylinder: 24.10.1988
Last Single Car Test: 26.11.1993
Last Lift: 26.10.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
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24.09.1989 Repair ‘HANDRAILS END’.
24.09.1989 Repair ‘STEP’.
24.09.1989 Repair ‘STEP’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2021 W’
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2021 W’
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1989 Repair ‘BRAKE CONTROL PIPE’.
09.12.1989 Repair ‘BRAKE LEVER’.
09.12.1989 Repair ‘BRAKE PIN’.
09.12.1989 Repair ‘BRAKE PULL ROD’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘EMPTY LOAD VALVE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘TRAIN PIPE (END)’.
22.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2021 W’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BEARERS’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.07.1991 Repair ‘END BRAKE COCK’.
16.07.1991 Repair ‘END COMPLETE’.
16.07.1991 Repair ‘END HOSE’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘VEHICLE RECLASSIFY’.
16.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2021 W’
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2021 W’
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08.08.1991 Repair ‘END HOSE’.
08.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2021 W’
24.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1991 Repair ‘BRAKE CONTROL PIPE’.
24.08.1991 Repair ‘VEHICLE COMPLETE’.
24.08.1991 Repair ‘WHEEL SET’.
24.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Repair ‘STRIKING CASTING’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
12.12.1992 Repair ‘TWIST LOCK’.
12.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘EMPTY LOAD VALVE’.
15.01.1993 Repair ‘GRADE CONTROL VALVE’.
15.01.1993 Repair ‘TWIST LOCK’.
15.01.1993 Repair ‘WHEEL SET’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE COMPLETE’.
05.02.1993 Repair ‘BRAKE BLOCK RB95’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘WHEEL SET’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
08.03.1993 Repair ‘STRIKING CASTING’.
08.03.1993 Repair ‘VEHICLE COMPLETE’.
08.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BRAKE LEVER’.
16.03.1993 Repair ‘STRIKING CASTING’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1993 Repair ‘BRAKE BLOCK RB95’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘BRAKE CONTROL PIPE’.
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15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘BRANCH PIPE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘DRAFT GEAR POCKET’.
15.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Repair ‘YOKE CARRIER’.
15.11.1993 Repair ‘YOKE COMPLETE’.
15.11.1993 Repair ‘YOKE FOLLOWER’.
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2021 W’
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
24.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BRAKE PIN’.
04.01.1994 Repair ‘BRAKE PULL ROD’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2021 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
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23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2021 W’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2021 W’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2022

Details: wagon ‘RQKY 2022 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 16.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.08.1996
Due Triple Valve: 31.08.1993
Last Triple Valve: 22.12.1992
Last Brake Cylinder: 31.08.1992
Last Single Car Test: 26.01.1993
Last Lift: 16.12.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘BRANCH PIPE’.
15.06.1990 Repair ‘END BRAKE COCK’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Repair ‘SIDE BEARER’.
15.06.1990 Repair ‘TOP CENTRE PLATE’.
15.06.1990 Repair ‘TRAIN PIPE (END)’.
15.06.1990 Repair ‘TRAIN PIPE’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2022 X’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
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08.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

22.01.1991 Repair ‘TWIST LOCK’.
22.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘STEP’.
17.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2022 X’
31.08.1992 Repair ‘BOGIE BOLSTER’.
31.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.08.1992 Repair ‘HANDRAILS END’.
31.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1992 Repair ‘SIDE BEARER’.
31.08.1992 Repair ‘TRAIN PIPE (END)’.
31.08.1992 Repair ‘TWIST LOCK’.
31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2022 X’
02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

17476



2.709. Wagon classification starting with ‘RQK’

22.12.1992 Repair ‘BOGIE BEARINGS’.
22.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2022 X’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
04.03.1993 Repair ‘STEP’.
04.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2022 X’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BEARERS’.
06.04.1993 Repair ‘BOGIE SPRING’.
06.04.1993 Repair ‘SIDE BEARER’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
12.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1993 Repair ‘BRAKE CONTROL PIPE’.
12.06.1993 Repair ‘COUPLER KNUCKLE’.
12.06.1993 Repair ‘TRAIN PIPE (END)’.
12.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
20.08.1993 Repair ‘BRAKE PIN’.
20.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
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22.10.1993 Repair ‘HANDRAILS END’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
25.10.1993 Repair ‘END HOSE’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
06.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1993 Repair ‘VEHICLE COMPLETE’.
06.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘COUPLER KNUCKLE’.
27.12.1993 Repair ‘END HOSE’.
27.12.1993 Repair ‘TOP CENTRE PLATE’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BRAKE CONTROL PIPE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2022 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2022 X’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 2022 X’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.

17478



2.709. Wagon classification starting with ‘RQK’

22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2023

Details: wagon ‘RQKY 2023 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.11.1996
Last Brake Cylinder: 13.12.1991
Last Single Car Test: 11.04.1989
Last Lift: 30.08.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.
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19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1989 Repair ‘BRAKE PIN’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
27.12.1989 Repair ‘BRAKE BLOCK RB95’.
27.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2023 R’
09.03.1990 Repair ‘STEP’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2023 R’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘EMPTY LOAD VALVE’.
11.04.1990 Repair ‘GRADE CONTROL VALVE’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE LEVER’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Repair ‘VEHICLE COMPLETE’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
11.08.1990 Repair ‘TWIST LOCK’.
11.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘EMPTY LOAD VALVE’.
11.09.1990 Repair ‘END BRAKE COCK’.
11.09.1990 Repair ‘GRADE CONTROL VALVE’.
11.09.1990 Repair ‘ISOLATING COCK’.
11.09.1990 Repair ‘TWIST LOCK’.
11.09.1990 Repair ‘TWIST LOCK’.
11.09.1990 Repair ‘TWIST LOCK’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
15.10.1990 Repair ‘STEP’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘WHEEL SET’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘CARD OR CLIP HOLDER’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Repair ‘WHEEL SET’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
20.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
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13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘EMPTY LOAD VALVE’.
13.12.1991 Repair ‘GRADE CONTROL VALVE’.
13.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
22.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1991 Repair ‘BRAKE BLOCK RB95’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BOGIE BOLSTER’.
07.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
07.02.1992 Repair ‘BOGIE SPRING’.
07.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1992 Repair ‘COUPLER KNUCKLE’.
07.02.1992 Repair ‘EMPTY LOAD VALVE’.
07.02.1992 Repair ‘GRADE CONTROL VALVE’.
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1992 Repair ‘WHEEL SET’.
07.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘END COMPLETE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
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25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1992 Repair ‘COUPLER KNUCKLE’.
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘COUPLER KNUCKLE’.
18.01.1993 Repair ‘EMPTY LOAD VALVE’.
18.01.1993 Repair ‘GRADE CONTROL VALVE’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
02.02.1993 Repair ‘EMPTY LOAD VALVE’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Repair ‘TWIST LOCK’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
19.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘VEHICLE COMPLETE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRANCH PIPE’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
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08.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BEARERS’.
01.07.1993 Repair ‘BRAKE PULL ROD’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2023 R’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BEARERS’.
07.07.1993 Repair ‘SIDE BEARER’.
07.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2023 R’
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BRAKE PULL ROD’.
06.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1993 Repair ‘BRANCH PIPE’.
06.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1993 Repair ‘TRAIN PIPE (END)’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘BOGIE COMPLETE’.
02.10.1993 Repair ‘COUPLER KNUCKLE’.
02.10.1993 Repair ‘EMPTY LOAD VALVE’.
02.10.1993 Repair ‘GRADE CONTROL VALVE’.
02.10.1993 Repair ‘TWIST LOCK’.
02.10.1993 Repair ‘WHEEL SET’.
02.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
10.10.1993 Repair ‘STEP’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2023 R’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1994 Repair ‘COUPLER KNUCKLE’.
10.01.1994 Repair ‘EMPTY LOAD VALVE’.
10.01.1994 Repair ‘GRADE CONTROL VALVE’.
10.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
22.02.1994 Repair ‘WHEEL SET’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2023 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2023 R’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BRAKE PULL ROD’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2023 R’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2023 R’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
(RS4902)’. New class: ‘RQMF’.

28.05.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.12.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2024

Details: wagon ‘RQKY 2024 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 17.05.1996
Due Triple Valve: 17.08.1990
Last Triple Valve: 01.07.1992
Last Brake Cylinder: 09.04.1990
Last Single Car Test: 15.10.1992
Last Lift: 06.12.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

17.05.1989 Alteration complete ‘FIT MANGANESE SIDE BEARER WEARPLATES TO 3
NO. ‘AQSY’ CONTAINER FLAT WAGONS NOT ALREADY FITTED, DURING SIDE
BEARER CONVERSION AS FOR ALT. FORM RS4342. ALL OUTSTANDING
VEHICLES UNDER RS4342 TO BE FITTED ACCORDINGLY. AQSY 2031, 2024,
3038. (RS4421)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘SIDE BEARER’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘STEP’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
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23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘STEP’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1989 Repair ‘BRAKE LEVER’.
05.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘WHEEL SET’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1990 Repair ‘EMPTY LOAD VALVE’.
17.02.1990 Repair ‘GRADE CONTROL VALVE’.
17.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1990 Repair ‘STEP’.
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Repair ‘TWIST LOCK’.
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17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.02.1990 Repair ‘WHEEL SET’.
17.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘BRAKE PULL ROD’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘DRAFT GEAR POCKET’.
27.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2024 D’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘VEHICLE COMPLETE’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘BRANCH PIPE’.
13.07.1990 Repair ‘TWIST LOCK’.
13.07.1990 Repair ‘VEHICLE COMPLETE’.
13.07.1990 Repair ‘WHEEL SET’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘SIDE BEARER CLEARANCE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.08.1990 Repair ‘ISOLATING COCK’.
31.08.1990 Repair ‘RELAY VALVE’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
21.10.1990 Repair ‘BRAKE BLOCK RB95’.
21.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.04.1991 Repair ‘TWIST LOCK’.
25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE CONTROL PIPE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Repair ‘WHEEL SET’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
22.09.1991 Repair ‘BRAKE BLOCK RB95’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
17.10.1991 Repair ‘STEP’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
21.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Repair ‘HANDRAILS’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
05.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1991 Repair ‘STEP’.
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
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11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘TWIST LOCK’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘STEP’.
18.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2024 D’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘ISOLATING COCK’.
01.07.1992 Repair ‘RELAY VALVE’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.10.1992 Repair ‘BOGIE SIDEFRAME’.
15.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1992 Repair ‘END BRAKE COCK’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘TWIST LOCK’.
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15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Repair ‘EMPTY LOAD VALVE’.
31.10.1992 Repair ‘GRADE CONTROL VALVE’.
31.10.1992 Repair ‘HANDRAILS END’.
31.10.1992 Repair ‘STEP’.
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1993 Repair ‘WHEEL SET’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2024 D’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE RECLASSIFY’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2024 D’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.10.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2025

01.09.1995 Reclassified from wagon ‘RQKY 2025 F’ to ’ wagon ‘RQMF 2025 E’.

RQKY 2026

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 6 NO.‘AQMX’ (1600 MM BOGIES) CONTAINER FLAT
WAGONS.‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ABSC‘. AQMX AS
SELECTED. (RS4229)’. New class: ‘AQSY’.

10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
23.08.1989 Repair ‘STEP’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BRAKE PULL ROD’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘END BRAKE COCK’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
31.10.1989 Repair ‘HANDRAILS’.
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31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2026 V’

04.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
07.11.1989 Repair ‘TWIST LOCK’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
22.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
02.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.02.1990 Repair ‘BRAKE LEVER’.
15.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
04.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2026 V’

16.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1990 Repair ‘EMPTY LOAD VALVE’.
02.04.1990 Repair ‘GRADE CONTROL VALVE’.
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
04.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
09.05.1990 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
24.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1990 Repair ‘BRAKE LEVER’.
11.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.
11.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1990 Repair ‘STANCHION’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘EMPTY LOAD VALVE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
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TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1990 Repair ‘BOGIE COMPLETE’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
20.09.1990 Repair ‘BOGIE SPRING’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
13.10.1990 Repair ‘STEP’.
13.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
01.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘WHEEL SET’.
12.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
18.01.1991 Repair ‘STEP’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
29.01.1991 Repair ‘STEP’.
29.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2026 V’
15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1991 Repair ‘TWIST LOCK’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
17.03.1991 Repair ‘BOGIE SPRING’.
17.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
20.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘COUPLER KNUCKLE’.
28.03.1991 Repair ‘EMPTY LOAD VALVE’.
28.03.1991 Repair ‘GRADE CONTROL VALVE’.
28.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
18.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1991 Repair ‘COUPLER KNUCKLE’.
28.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BRAKE LEVER’.
18.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
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18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
05.11.1991 Repair ‘END HOSE’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
09.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.11.1991 Repair ‘TWIST LOCK’.
09.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
07.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BOLSTER’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE SPRING’.
02.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
02.05.1992 Repair ‘TWIST LOCK’.
02.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE SPRING’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘GRADE CONTROL VALVE’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘WHEEL SET’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1992 Repair ‘BRAKE CONTROL PIPE’.
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08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
02.10.1992 Repair ‘STEP’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BEARINGS’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘BRAKE BLOCK RB95’.
13.10.1992 Repair ‘END BRAKE COCK’.
13.10.1992 Repair ‘END HOSE’.
13.10.1992 Repair ‘TRAIN PIPE (END)’.
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
07.11.1992 Repair ‘VEHICLE COMPLETE’.
07.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
12.01.1993 Repair ‘STEP’.
12.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BOLSTER’.
19.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1993 Repair ‘BOGIE SIDEFRAME’.
19.02.1993 Repair ‘BOGIE SPRING’.
19.02.1993 Repair ‘BRAKE PULL ROD’.
19.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.04.1993 Repair ‘END SILL’.
05.04.1993 Repair ‘STRIKING CASTING’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
08.06.1993 Repair ‘TWIST LOCK’.
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08.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2026 V’

30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1993 Repair ‘BRAKE LEVER’.
30.06.1993 Repair ‘BRAKE PULL ROD’.
30.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘STRIKING CASTING’.
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
15.09.1993 Repair ‘BRAKE SPRING’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
05.12.1993 Repair ‘TWIST LOCK’.
05.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
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28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2026 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2026 V’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.06.1995 Reclassified from wagon ‘RQKY 2026 Y’ to ’ wagon ‘RQMF 2026 N’.

RQKY 2027

Details: wagon ‘RQKY 2027 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.11.1968
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 05.09.1996
Last Brake Cylinder: 31.01.1990
Last Single Car Test: 08.11.1993
Last Lift: 21.10.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.08.1989 Repair ‘STEP’.
27.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2027 H’
11.09.1989 Repair ‘SIDE STEP’.
11.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2027 H’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2027 H’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘COUPLER KNUCKLE’.
31.01.1990 Repair ‘EMPTY LOAD VALVE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1990 Repair ‘STANCHION’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
23.05.1990 Repair ‘HANDRAILS END’.
23.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2027 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BEARERS’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
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30.09.1991 Repair ‘DOOR FRAME’.
30.09.1991 Repair ‘END COMPLETE’.
30.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1991 Repair ‘HANDRAILS’.
30.09.1991 Repair ‘HANDRAILS END’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘VEHICLE RECLASSIFY’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2027 H’
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2027 H’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
04.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1992 Repair ‘BRAKE LEVER’.
04.01.1992 Repair ‘TWIST LOCK’.
04.01.1992 Repair ‘VEHICLE COMPLETE’.
04.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
21.01.1992 Repair ‘TWIST LOCK’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
12.04.1992 Repair ‘HANDRAILS END’.
12.04.1992 Repair ‘TWIST LOCK’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
18.09.1992 Repair ‘TWIST LOCK’.
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18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2027 H’

05.10.1992 Repair ‘STEP’.
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘COUPLER COMPLETE’.
13.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2027 H’
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BOGIE SPRING’.
25.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘EMPTY LOAD VALVE’.
25.05.1993 Repair ‘END HOSE’.
25.05.1993 Repair ‘GRADE CONTROL VALVE’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2027 H’
03.09.1993 Repair ‘STEP’.
03.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2027 H’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2027 H’
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08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘END HOSE’.
15.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2027 H’
03.01.1994 Repair ‘TWIST LOCK’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2027 H’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2027 H’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.07.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
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05.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2028

Details: wagon ‘RQKY 2028 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.11.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 12.02.1996
Last Brake Cylinder: 02.09.1988
Last Single Car Test: 08.11.1993
Last Lift: 28.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘HANDRAILS’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
01.10.1989 Repair ‘HANDRAILS END’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2028 Q’
08.01.1990 Repair ‘STEP’.
08.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2028 Q’
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1990 Repair ‘COUPLER KNUCKLE’.
14.04.1990 Repair ‘EMPTY LOAD VALVE’.
14.04.1990 Repair ‘GRADE CONTROL VALVE’.
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14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
28.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1990 Repair ‘BRAKE PULL ROD’.
28.07.1990 Repair ‘COUPLER KNUCKLE’.
28.07.1990 Repair ‘EMPTY LOAD VALVE’.
28.07.1990 Repair ‘GRADE CONTROL VALVE’.
28.07.1990 Repair ‘TWIST LOCK’.
28.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2028 Q’
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2028 Q’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BEARERS’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘END COMPLETE’.
09.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘VEHICLE RECLASSIFY’.
09.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2028 Q’
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2028 Q’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘TOP CENTRE PLATE’.
04.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2028 Q’
07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.11.1991 Repair ‘STRIKING CASTING’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BRANCH PIPE’.
06.05.1992 Repair ‘COUPLER KNUCKLE’.
06.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.05.1992 Repair ‘EMPTY LOAD VALVE’.
06.05.1992 Repair ‘GRADE CONTROL VALVE’.
06.05.1992 Repair ‘TOP CENTRE PLATE’.
06.05.1992 Repair ‘TWIST LOCK’.
06.05.1992 Repair ‘TWIST LOCK’.
06.05.1992 Repair ‘TWIST LOCK’.
06.05.1992 Repair ‘VEHICLE COMPLETE’.
06.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
08.06.1992 Repair ‘TWIST LOCK’.
08.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE BLOCK RB95’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
08.11.1992 Repair ‘TWIST LOCK’.
08.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1992 Repair ‘BRAKE BLOCK RB95’.
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11.12.1992 Repair ‘CARD OR CLIP HOLDER’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘WHEEL SET’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2028 Q’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘BRANCH PIPE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
02.07.1993 Repair ‘TWIST LOCK’.
02.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘WHEEL SET’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Repair ‘GRADE CONTROL VALVE’.
15.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘VEHICLE COMPLETE’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
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28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2028 Q’

05.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
10.10.1993 Repair ‘HANDRAILS END’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2028 Q’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1993 Repair ‘WHEEL SET’.
08.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2028 Q’
14.11.1993 Repair ‘STEP’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2028 Q’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2028 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2028 Q’
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQSY 2028 Q’
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.10.1995 Repair ‘VEHICLE COMPLETE’.
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30.10.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2029

Details: wagon ‘RQKY 2029 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.12.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 11.12.1995
Due Triple Valve: 02.11.1989
Last Triple Valve: 15.07.1993
Last Brake Cylinder: 14.06.1990
Last Single Car Test: 25.05.1992
Last Lift: 30.06.1985
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY ATQY TO ATQF - REFER RS4231
(RS3050)’. New class: ‘ATQF’.

05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE
TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.
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20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRANCH PIPE’.
20.10.1989 Repair ‘ISOLATING COCK’.
20.10.1989 Repair ‘TWIST LOCK’.
20.10.1989 Repair ‘VEHICLE RECLASSIFY’.
20.10.1989 Repair ‘YOKE COMPLETE’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2029 C’
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
22.01.1990 Repair ‘STEP’.
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2029 C’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Repair ‘STEP’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘ISOLATING COCK’.
08.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2029 C’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2029 C’
16.04.1990 Repair ‘TWIST LOCK’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
08.05.1990 Repair ‘VEHICLE RETARE’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
14.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Repair ‘TWIST LOCK’.

17513



2. TIMS GROUP INFORMATION - WAGONS

14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
14.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.07.1990 Repair ‘SIDE STEP’.
14.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘TWIST LOCK’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2029 C’
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
20.04.1991 Repair ‘END HOSE’.
20.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2029 C’
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2029 C’
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘BRAKE BLOCK RB95’.
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01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1991 Repair ‘TWIST LOCK’.
01.06.1991 Repair ‘WHEEL SET’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Repair ‘WHEEL SET’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1992 Repair ‘SIDE BEARER’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘WHEEL SET’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2029 C’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2029 C’
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘COUPLER KNUCKLE’.
29.06.1992 Repair ‘TWIST LOCK’.
29.06.1992 Repair ‘TWIST LOCK’.
29.06.1992 Repair ‘TWIST LOCK’.
29.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1992 Repair ‘BRAKE LEVER’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BEARINGS’.
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘STRIKING CASTING’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘ISOLATING COCK’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘VEHICLE STENCILS’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘TWIST LOCK’.
28.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.08.1993 Repair ‘VEHICLE COMPLETE’.
28.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK OTHER’.
08.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘STRIKING CASTING’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘WHEEL SET’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BEARERS’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘END HOSE’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BEARERS’.
28.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
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28.10.1993 Repair ‘BRAKE PULL ROD’.
28.10.1993 Repair ‘CARD OR CLIP HOLDER’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘STANCHION’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
03.11.1993 Repair ‘TWIST LOCK’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2029 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2029 C’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2029 C’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
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14.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2030

Details: wagon ‘RQKY 2030 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.11.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 24.09.1996
Due Triple Valve: 01.05.1987
Last Brake Cylinder: 21.01.1993
Last Single Car Test: 21.01.1993
Last Lift: 05.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2030 V’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BRAKE BLOCK RB95’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘END BRAKE COCK’.
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘TRAIN PIPE’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Repair ‘TWIST LOCK’.
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13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

08.11.1990 Repair ‘WHEEL SET’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.05.1991 Repair ‘HANDRAILS’.
23.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2030 V’
15.12.1991 Repair ‘STEP’.
15.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2030 V’
21.04.1992 Repair ‘VEHICLE RECLASSIFY’.
21.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2030 V’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘HANDRAILS END’.
23.04.1992 Repair ‘RELAY VALVE’.
23.04.1992 Repair ‘SIDE BEARER’.
23.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2030 V’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRANCH PIPE’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

17520



2.709. Wagon classification starting with ‘RQK’

03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
08.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1992 Repair ‘BRAKE LEVER’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
14.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1992 Repair ‘EMPTY LOAD VALVE’.
14.09.1992 Repair ‘GRADE CONTROL VALVE’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Repair ‘VEHICLE COMPLETE’.
14.09.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRANCH PIPE’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2030 V’
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21.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQSY 2030 V’

17.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1993 Repair ‘BRANCH PIPE’.
17.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRAKE CONTROL PIPE’.
24.09.1993 Repair ‘HAND RELEASE (AIR)’.
24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
14.11.1993 Repair ‘HANDBRAKE HANDLE’.
14.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
23.12.1993 Repair ‘BOGIE SIDEFRAME’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2030 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2030 V’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.08.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2031

Details: wagon ‘RQKY 2031 A’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.12.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 18.07.1996
Due Triple Valve: 20.01.1997
Last Triple Valve: 08.06.1993
Last Brake Cylinder: 15.04.1993
Last Single Car Test: 30.07.1991
Last Lift: 05.07.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

17.05.1989 Alteration complete ‘FIT MANGANESE SIDE BEARER WEARPLATES TO 3
NO. ‘AQSY’ CONTAINER FLAT WAGONS NOT ALREADY FITTED, DURING SIDE
BEARER CONVERSION AS FOR ALT. FORM RS4342. ALL OUTSTANDING
VEHICLES UNDER RS4342 TO BE FITTED ACCORDINGLY. AQSY 2031, 2024,
3038. (RS4421)’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘END BRAKE COCK’.
14.09.1989 Repair ‘END HOSE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘HANDRAILS END’.
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14.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1989 Repair ‘SHUNT PAD’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘STANCHION’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
24.02.1990 Repair ‘SHUNT PAD’.
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘EMPTY LOAD VALVE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
25.06.1990 Repair ‘HANDBRAKE HANDLE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘END BRAKE COCK’.
10.08.1990 Repair ‘STEP’.
10.08.1990 Repair ‘TWIST LOCK’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘TRAIN PIPE (END)’.
18.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2031 H’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRANCH PIPE’.
12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
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AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE BEARERS’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘BRANCH PIPE’.
28.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BEARERS’.
16.07.1991 Repair ‘BOGIE BEARERS’.
16.07.1991 Repair ‘SIDE BEARER’.
16.07.1991 Repair ‘SIDE BEARER’.
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2031 H’
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2031 H’
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1991 Repair ‘SIDE BEARER’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
14.10.1991 Repair ‘TWIST LOCK’.
14.10.1991 Repair ‘TWIST LOCK’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BEARERS’.
06.01.1992 Repair ‘BOGIE COMPLETE’.
06.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2031 H’

07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
18.02.1992 Repair ‘VEHICLE COMPLETE’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.04.1992 Repair ‘COUPLER KNUCKLE’.
02.04.1992 Repair ‘EMPTY LOAD VALVE’.
02.04.1992 Repair ‘GRADE CONTROL VALVE’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER COMPLETE’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
04.09.1992 Repair ‘STEP’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘HANDRAILS END’.
19.12.1992 Repair ‘STEP’.
19.12.1992 Repair ‘STEP’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘VEHICLE COMPLETE’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1993 Repair ‘BOGIE COMPLETE’.
15.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘WHEEL SET’.
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15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BRAKE PULL ROD’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2031 H’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2031 H’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1993 Repair ‘BRANCH PIPE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘WHEEL SET’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘TWIST LOCK’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
31.07.1993 Repair ‘TWIST LOCK’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1993 Repair ‘BRAKE PULL ROD’.
02.09.1993 Repair ‘COUPLER KNUCKLE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2031 H’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BRAKE LEVER’.
02.11.1993 Repair ‘BRAKE PULL ROD’.
02.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE LEVER’.
24.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2031 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2031 H’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2031 H’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2031 H’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
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14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.12.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2033

Details: wagon ‘RQKY 2033 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.01.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC HS CM CN CH AD
Return to Service Date: 12.07.1996
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 10.06.1993
Last Single Car Test: 08.11.1993
Last Lift: 07.02.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘STANCHION’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘VEHICLE RETARE’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
04.09.1989 Repair ‘HANDRAILS END’.
04.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2033 C’
16.10.1989 Repair ‘HANDRAILS END’.
16.10.1989 Repair ‘STEP’.
16.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2033 C’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘STEP’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘VEHICLE COMPLETE’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2033 C’
21.07.1990 Repair ‘HANDRAILS END’.
21.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2033 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘EMPTY LOAD VALVE’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Repair ‘TWIST LOCK’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
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BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2033 C’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BEARERS’.
30.04.1991 Repair ‘BOGIE COMPLETE’.
30.04.1991 Repair ‘BRANCH PIPE’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘VEHICLE RECLASSIFY’.
30.04.1991 Repair ‘YOKE COMPLETE’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1991 Repair ‘TWIST LOCK’.
16.11.1991 Repair ‘WHEEL SET’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
23.11.1991 Repair ‘TWIST LOCK’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
20.03.1992 Repair ‘HANDRAILS END’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
13.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘EMPTY LOAD VALVE’.
29.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.05.1992 Repair ‘NYLON HOSE’.
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29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRANCH PIPE’.
19.08.1992 Repair ‘CARD OR CLIP HOLDER’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE BOLSTER’.
11.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1992 Repair ‘BRAKE PULL ROD’.
11.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
22.02.1993 Repair ‘HANDRAILS END’.
22.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2033 C’
13.03.1993 Repair ‘TWIST LOCK’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2033 C’
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘BRAKE PULL ROD’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.06.1993 Repair ‘HANDRAILS’.
09.06.1993 Repair ‘HANDRAILS END’.
09.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1993 Repair ‘TWIST LOCK’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2033 C’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
12.07.1993 Repair ‘TWIST LOCK’.
12.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘HOSE FITTINGS’.
11.08.1993 Repair ‘NYLON HOSE’.
11.08.1993 Repair ‘WHEEL SET’.
11.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2033 C’
25.08.1993 Repair ‘BRAKE BLOCK OTHER’.
25.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2033 C’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE BEARERS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘CARD OR CLIP HOLDER’.
27.08.1993 Repair ‘SIDE BEARER’.
27.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2033 C’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
03.12.1993 Repair ‘TWIST LOCK’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2033 C’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2033 C’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2034

Details: wagon ‘RQKY 2034 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.12.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.11.1996
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 19.02.1994
Last Single Car Test: 22.06.1992
Last Lift: 12.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.08.1989 Repair ‘HANDRAILS’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2034 L’
08.01.1990 Repair ‘HANDRAILS END’.
08.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2034 L’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘EMPTY LOAD VALVE’.
12.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

31.10.1990 Repair ‘HANDRAILS’.
31.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2034 L’
22.01.1991 Repair ‘TWIST LOCK’.
22.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘BRANCH PIPE’.
07.03.1991 Repair ‘TWIST LOCK’.
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07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Repair ‘VEHICLE COMPLETE’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2034 L’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BEARERS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2034 L’
21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
21.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2034 L’
26.08.1991 Repair ‘VEHICLE STENCILS’.
26.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2034 L’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1991 Repair ‘BRAKE LEVER’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
23.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2034 L’
27.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2034 L’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2034 L’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘BRAKE PULL ROD’.
09.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE COMPLETE’.
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
12.03.1992 Repair ‘BRAKE LEVER’.
12.03.1992 Repair ‘EMPTY LOAD VALVE’.
12.03.1992 Repair ‘GRADE CONTROL VALVE’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘STRIKING CASTING’.
14.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1992 Repair ‘TRAIN PIPE (END)’.
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2034 L’
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2034 L’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BEARINGS’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2034 L’

01.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2034 L’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BEARERS’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
19.02.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2034 L’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.10.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2035

Details: wagon ‘RQKY 2035 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.01.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.08.1996
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 16.02.1990
Last Single Car Test: 06.04.1990
Last Lift: 16.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.04.1990 Repair ‘END BRAKE COCK’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2035 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

06.09.1991 Repair ‘BOGIE BEARERS’.
06.09.1991 Repair ‘BRAKE PULL ROD’.
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06.09.1991 Repair ‘HANDRAILS’.
06.09.1991 Repair ‘HANDRAILS END’.
06.09.1991 Repair ‘VEHICLE RECLASSIFY’.
06.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2035 U’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BEARERS’.
10.09.1991 Repair ‘BOGIE COMPLETE’.
10.09.1991 Repair ‘END COMPLETE’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘WHEEL SET’.
10.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2035 U’
19.09.1991 Repair ‘BOGIE COMPLETE’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Repair ‘VEHICLE STENCILS’.
19.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2035 U’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘FLOOR COMPLETE’.
23.10.1991 Repair ‘STANCHION’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE RETARE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1992 Repair ‘BRAKE BLOCK RB95’.
01.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.10.1992 Repair ‘HANDRAILS END’.
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01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘STANCHION’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
24.11.1992 Repair ‘STEP’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Repair ‘YOKE COMPLETE’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘WHEEL SET’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BODY COMPLETE’.
21.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BODY COMPLETE’.
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26.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1993 Repair ‘BRAKE BLOCK RB95’.
26.08.1993 Repair ‘BRAKE PULL ROD’.
26.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
01.12.1993 Repair ‘BRAKE BLOCK RB95’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2035 U’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2035 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2035 U’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
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09.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2036

Details: wagon ‘RQKY 2036 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.01.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 10.07.1996
Due Triple Valve: 10.08.1990
Last Triple Valve: 23.02.1989
Last Brake Cylinder: 26.02.1988
Last Single Car Test: 23.02.1989
Last Lift: 31.08.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘VEHICLE RETARE’.
02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE SPRING’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘WEAR PLATES & SADDLES’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘HANDRAILS’.
03.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2036 G’
03.01.1991 Repair ‘BOGIE BEARINGS’.
03.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2036 G’
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

06.04.1991 Repair ‘STEP’.
06.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2036 G’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BOGIE BEARERS’.
24.07.1991 Repair ‘END FRAME MEMBER’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘HANDRAILS’.
24.07.1991 Repair ‘HANDRAILS END’.
24.07.1991 Repair ‘STEP’.
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24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1991 Repair ‘VEHICLE RECLASSIFY’.
24.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2036 G’
24.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2036 G’
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘VEHICLE COMPLETE’.
30.07.1991 Repair ‘VEHICLE STENCILS’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2036 G’
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2036 G’
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2036 G’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2036 G’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BEARERS’.
05.12.1991 Repair ‘SIDE BEARER’.
05.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2036 G’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘BOGIE BEARERS’.
14.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1991 Repair ‘BOGIE COMPLETE’.
14.12.1991 Repair ‘BRAKE BLOCK RB95’.
14.12.1991 Repair ‘BRAKE PULL ROD’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1991 Repair ‘TWIST LOCK’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
22.12.1991 Repair ‘BRAKE BLOCK RB95’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

17545



2. TIMS GROUP INFORMATION - WAGONS

‘AQSY 2036 G’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BOGIE BEARERS’.
02.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2036 G’
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2036 G’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘EMPTY LOAD VALVE’.
12.03.1992 Repair ‘GRADE CONTROL VALVE’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1992 Repair ‘STRIKING CASTING’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Repair ‘WHEEL SET’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Repair ‘WHEEL SET’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
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08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘TOP CENTRE PLATE’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2036 G’
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2036 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2036 G’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.12.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2041

Details: wagon ‘RQKY 2041 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 03.09.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.05.1996
Last Triple Valve: 16.03.1993
Last Brake Cylinder: 29.07.1993
Last Lift: 01.04.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

29.07.1989 Repair ‘END BRAKE COCK’.
29.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2041 P’
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2041 P’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
01.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2041 P’
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2041 P’
10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BRAKE BLOCK RB95’.
10.02.1990 Repair ‘BRANCH PIPE’.
10.02.1990 Repair ‘COUPLER KNUCKLE’.
10.02.1990 Repair ‘EMPTY LOAD VALVE’.
10.02.1990 Repair ‘GRADE CONTROL VALVE’.
10.02.1990 Repair ‘PARTITION’.
10.02.1990 Repair ‘PARTITION’.
10.02.1990 Repair ‘SHUNT PAD’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘BRAKE LEVER’.
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30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Repair ‘HANDRAILS END’.
30.07.1990 Repair ‘TRAIN PIPE (END)’.
30.07.1990 Repair ‘TWIST LOCK’.
30.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE BEARERS’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘END COMPLETE’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1991 Repair ‘HANDRAILS’.
04.07.1991 Repair ‘HANDRAILS END’.
04.07.1991 Repair ‘TRAIN PIPE’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘VEHICLE RECLASSIFY’.
04.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2041 P’
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
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11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2041 P’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘HANDRAILS END’.
02.09.1991 Repair ‘STEP’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘WHEEL SET’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
18.10.1991 Repair ‘BOGIE COMPLETE’.
18.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2041 P’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1991 Repair ‘COUPLER COMPLETE’.
28.10.1991 Repair ‘EMPTY LOAD VALVE’.
28.10.1991 Repair ‘GRADE CONTROL VALVE’.
28.10.1991 Repair ‘WHEEL SET’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.11.1991 Repair ‘BRAKE LEVER’.
27.11.1991 Repair ‘BRAKE PIN’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘BRANCH PIPE’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘WHEEL SET’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
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06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BRAKE CONTROL PIPE’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BRAKE LEVER’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
28.03.1992 Repair ‘BRAKE BLOCK RB95’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘ISOLATING COCK’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2041 P’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BRAKE BLOCK RB95’.
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08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2041 P’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE BEARINGS’.
02.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.10.1992 Repair ‘STRIKING CASTING’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1992 Repair ‘WHEEL SET’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
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27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Repair ‘TRAIN PIPE (END)’.
27.04.1993 Repair ‘TWIST LOCK’.
27.04.1993 Repair ‘TWIST LOCK’.
27.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
12.06.1993 Repair ‘TWIST LOCK’.
12.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2041 P’
06.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1993 Repair ‘BRAKE LEVER’.
06.11.1993 Repair ‘BRAKE PULL ROD’.
06.11.1993 Repair ‘COUPLER COMPLETE’.
06.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1993 Repair ‘COUPLER KNUCKLE’.
06.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1993 Repair ‘RELAY VALVE’.
06.11.1993 Repair ‘STRIKING CASTING’.
06.11.1993 Repair ‘TWIST LOCK’.
06.11.1993 Repair ‘VEHICLE COMPLETE’.
06.11.1993 Repair ‘YOKE COMPLETE’.
06.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘AXLEBOX’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2041 P’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘TWIST LOCK’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
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27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2041 P’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2041 P’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

28.09.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2042

Details: wagon ‘RQKY 2042 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 03.09.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.12.1995
Last Brake Cylinder: 10.10.1991
Last Lift: 01.05.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.12.1989 Repair ‘END HOSE’.
07.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2042 B’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘SIDE BEARER CLEARANCE’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BRAKE BLOCK RB95’.
10.02.1990 Repair ‘COUPLER KNUCKLE’.
10.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘VEHICLE RETARE’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
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ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

06.06.1991 Repair ‘HANDRAILS END’.
06.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2042 B’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘VEHICLE STENCILS’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
20.03.1992 Repair ‘VEHICLE RECLASSIFY’.
20.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2042 B’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘HANDRAILS END’.
03.04.1992 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘VEHICLE STENCILS’.
03.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2042 B’
13.04.1992 Repair ‘TWIST LOCK’.
13.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1992 Repair ‘BRAKE PULL ROD’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BEARINGS’.
02.11.1992 Repair ‘BOGIE COMPLETE’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
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02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Repair ‘WHEEL SET’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.04.1993 Repair ‘END COMPLETE’.
05.04.1993 Repair ‘STRIKING CASTING’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Repair ‘YOKE CARRIER’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
08.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
15.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
29.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2042 B’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
17.12.1993 Repair ‘BRAKE PIN’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
19.12.1993 Repair ‘TWIST LOCK’.
19.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
08.01.1994 Repair ‘BOGIE SPRING’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2042 B’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2042 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 2042 B’
22.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2043

Details: wagon ‘RQKY 2043 D’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.09.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.06.1996
Last Brake Cylinder: 15.05.1990
Last Single Car Test: 29.06.1992
Last Lift: 02.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.02.1990 Repair ‘STEP’.
26.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
16.03.1990 Repair ‘BRAKE PULL ROD’.
16.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2043 K’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.05.1990 Repair ‘BRAKE LEVER’.
15.05.1990 Repair ‘BRAKE PULL ROD’.
15.05.1990 Repair ‘COUPLER KNUCKLE’.
15.05.1990 Repair ‘EMPTY LOAD VALVE’.
15.05.1990 Repair ‘END BRAKE COCK’.
15.05.1990 Repair ‘GRADE CONTROL VALVE’.
15.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
15.07.1990 Repair ‘HANDRAILS’.
15.07.1990 Repair ‘HANDRAILS END’.
15.07.1990 Repair ‘STEP’.
15.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARERS’.
16.04.1991 Repair ‘BOGIE BOLSTER’.
16.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘BOGIE WEAR PLATES’.
16.04.1991 Repair ‘BRAKE BLOCK RB95’.
16.04.1991 Repair ‘BRAKE LEVER’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘STEP’.
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE RECLASSIFY’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
13.06.1991 Repair ‘BRAKE BLOCK RB95’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

17560



2.709. Wagon classification starting with ‘RQK’

11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘WHEEL SET’.
11.07.1991 Repair ‘WHEEL SET’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2043 K’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2043 K’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
28.01.1992 Repair ‘TWIST LOCK’.
28.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BEARERS’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE CONTROL PIPE’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘TRAIN PIPE (END)’.
22.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2043 K’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘STEP’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘STEP’.
07.08.1992 Repair ‘WEAR PLATES & SADDLES’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2043 K’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘VEHICLE COMPLETE’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BEARERS’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
15.03.1993 Repair ‘STRIKING CASTING’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2043 K’
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18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BRANCH PIPE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘EMPTY LOAD VALVE’.
25.03.1993 Repair ‘GRADE CONTROL VALVE’.
25.03.1993 Repair ‘RELAY VALVE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘BRAKE PIN’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘WHEEL SET’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘WHEEL SET’.
22.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2043 K’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘END BRAKE COCK’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BRAKE LEVER’.
12.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
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12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2043 K’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2043 K’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2044

Details: wagon ‘RQKY 2044 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 16.09.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 26.06.1996
Last Brake Cylinder: 24.07.1991
Last Lift: 09.05.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.07.1989 Repair ‘HANDRAILS END’.
24.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2044 T’
26.01.1991 Repair ‘HANDRAILS END’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1991 Repair ‘STANCHION’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘VEHICLE RETARE’.
24.07.1991 Repair ‘VEHICLE STENCILS’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
13.08.1991 Repair ‘BOGIE BEARERS’.
13.08.1991 Repair ‘SIDE BEARER’.
13.08.1991 Repair ‘VEHICLE RECLASSIFY’.

17564



2.709. Wagon classification starting with ‘RQK’

13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2044 T’
13.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2044 T’
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘EMPTY LOAD VALVE’.
02.10.1991 Repair ‘GRADE CONTROL VALVE’.
02.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1991 Repair ‘STRIKING CASTING’.
02.10.1991 Repair ‘TWIST LOCK’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
27.11.1991 Repair ‘BOGIE SPRING’.
27.11.1991 Repair ‘STEP’.
27.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1991 Repair ‘BOGIE SPRING’.
02.12.1991 Repair ‘BRAKE PULL ROD’.
02.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1991 Repair ‘STEP’.
02.12.1991 Repair ‘VEHICLE COMPLETE’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
19.01.1992 Repair ‘BOGIE SPRING’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
05.05.1992 Repair ‘BOGIE SPRING’.
05.05.1992 Repair ‘TWIST LOCK’.
05.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
13.05.1992 Repair ‘RELAY VALVE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘RELAY VALVE’.
19.05.1992 Repair ‘TWIST LOCK’.
19.05.1992 Repair ‘TWIST LOCK’.
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19.05.1992 Repair ‘TWIST LOCK’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Repair ‘BOGIE BOLSTER’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘BOGIE SPRING’.
29.09.1992 Repair ‘BRAKE PULL ROD’.
29.09.1992 Repair ‘COUPLER KNUCKLE’.
29.09.1992 Repair ‘SHUNT PAD’.
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BOGIE SPRING’.
19.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1992 Repair ‘COUPLER KNUCKLE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘STRIKING CASTING’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BRAKE PULL ROD’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘TOP CENTRE PLATE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
15.08.1993 Repair ‘TWIST LOCK’.
15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
20.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
10.09.1993 Repair ‘BOGIE SPRING’.
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10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2044 T’

21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘WHEEL SET’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BOGIE COMPLETE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2044 T’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2044 T’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
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22.12.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

10.01.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2045

Details: wagon ‘RQKY 2045 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.09.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.08.1996
Due Triple Valve: 11.06.1988
Last Brake Cylinder: 12.11.1991
Last Single Car Test: 14.12.1989
Last Lift: 18.03.1983
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘TOP CENTRE PLATE’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2045 F’
13.12.1989 Repair ‘BOGIE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
13.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2045 F’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘HITCH SCREW MECHANISM’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘HANDRAILS END’.
05.12.1990 Repair ‘STEP’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘HANDRAILS END’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BEARERS’.
21.10.1991 Repair ‘BOGIE COMPLETE’.
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21.10.1991 Repair ‘END COMPLETE’.
21.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.10.1991 Repair ‘VEHICLE RECLASSIFY’.
21.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2045 F’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2045 F’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BRAKE PULL ROD’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘EMPTY LOAD VALVE’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1991 Repair ‘TRAIN PIPE’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE BLOCK RB95’.
08.01.1992 Repair ‘COUPLER COMPLETE’.
08.01.1992 Repair ‘TRAIN PIPE (END)’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘WHEEL SET’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2045 F’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Repair ‘RELAY VALVE’.
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
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11.03.1992 Repair ‘COUPLER KNUCKLE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BOLSTER’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2045 F’
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2045 F’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘HANDRAILS END’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1992 Repair ‘BRAKE LEVER’.
15.06.1992 Repair ‘COUPLER KNUCKLE’.
15.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
15.06.1992 Repair ‘EMPTY LOAD VALVE’.
15.06.1992 Repair ‘GRADE CONTROL VALVE’.
15.06.1992 Repair ‘HANDRAILS END’.
15.06.1992 Repair ‘STEP’.
15.06.1992 Repair ‘TOP CENTRE PLATE’.
15.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE BLOCK RB101’.
23.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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23.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2045 F’

31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘COUPLER COMPLETE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
04.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
19.11.1993 Repair ‘TRAIN PIPE (END)’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.11.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
29.12.1993 Repair ‘TWIST LOCK’.
29.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2045 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
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(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2045 F’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2045 F’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2046

Details: wagon ‘RQKY 2046 H’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.09.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 31.12.1995
Last Brake Cylinder: 17.04.1990
Last Lift: 01.12.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.10.1989 Repair ‘STEP’.
13.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2046 Y’
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1989 Repair ‘BRAKE LEVER’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘EMPTY LOAD VALVE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘SHUNT PAD’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Repair ‘VEHICLE RETARE’.
09.12.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Repair ‘STANCHION’.
17.04.1990 Repair ‘TWIST LOCK’.
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17.04.1990 Repair ‘VEHICLE RETARE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BEARERS’.
05.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘SIDE BEARER’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

26.08.1991 Repair ‘HANDRAILS’.
26.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2046 Y’
31.10.1991 Repair ‘BOGIE BEARERS’.
31.10.1991 Repair ‘HANDRAILS END’.
31.10.1991 Repair ‘TOP CENTRE PLATE’.
31.10.1991 Repair ‘VEHICLE RECLASSIFY’.
31.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2046 Y’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BEARERS’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.11.1991 Repair ‘END COMPLETE’.
01.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1991 Repair ‘VEHICLE RECLASSIFY’.
01.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2046 Y’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2046 Y’
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2046 Y’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2046 Y’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
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14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BEARINGS’.
03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2046 Y’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘HANDRAILS END’.
24.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1993 Repair ‘STANCHION’.
24.05.1993 Repair ‘STEP’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE COMPLETE’.
22.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
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22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2046 Y’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2046 Y’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2046 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2046 Y’
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2046 Y’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.
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RQKY 2047

Details: wagon ‘RQKY 2047 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.10.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 11.07.1996
Last Triple Valve: 03.04.1992
Last Brake Cylinder: 27.02.1992
Last Single Car Test: 28.03.1994
Last Lift: 18.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2047 A’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
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15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1990 Repair ‘BRANCH PIPE’.
13.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1990 Repair ‘STEP’.
13.07.1990 Repair ‘TWIST LOCK’.
13.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1990 Repair ‘VEHICLE COMPLETE’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2047 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BRAKE LEVER’.
17.10.1990 Repair ‘BRAKE PIN’.
17.10.1990 Repair ‘BRAKE PULL ROD’.
17.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘NYLON HOSE’.
27.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2047 A’
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2047 A’
07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘STRIKING CASTING’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘WHEEL SET’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
25.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘WEAR PLATES & SADDLES’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
19.01.1992 Repair ‘TWIST LOCK’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE PULL ROD’.
04.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1992 Repair ‘STEP’.
04.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2047 A’
09.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1992 Repair ‘TWIST LOCK’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘EMPTY LOAD VALVE’.
27.02.1992 Repair ‘GRADE CONTROL VALVE’.
27.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘WHEEL SET’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
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31.03.1992 Repair ‘WHEEL SET’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘HANDRAILS’.
03.04.1992 Repair ‘RELAY VALVE’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BEARERS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1992 Repair ‘BOGIE SIDEFRAME’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BEARERS’.
08.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1993 Repair ‘BOGIE SIDEFRAME’.
08.01.1993 Repair ‘BOGIE SPRING’.
08.01.1993 Repair ‘BRAKE CONTROL PIPE’.
08.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘SIDE BEARER’.
08.01.1993 Repair ‘WHEEL SET’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
12.03.1993 Repair ‘SIDE STEP’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
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30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
23.06.1993 Repair ‘STEP’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
24.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2047 A’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘END BRAKE COCK’.
02.09.1993 Repair ‘END HOSE’.
02.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2047 A’
14.09.1993 Repair ‘END BRAKE COCK’.
14.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
28.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1994 Repair ‘BRAKE BLOCK RB95’.
28.03.1994 Repair ‘BRAKE CONTROL PIPE’.
28.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2047 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2047 A’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2047 A’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
(RS4902)’. New class: ‘RQMF’.

04.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.05.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2048

Details: wagon ‘RQKY 2048 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.10.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 27.11.1995
Due Triple Valve: 01.11.1991
Last Single Car Test: 29.01.1993
Last Lift: 06.02.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘STANCHION’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
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10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.
10.08.1989 Repair ‘VEHICLE RETARE’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

14.05.1991 Repair ‘HANDRAILS’.
14.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2048 J’
08.05.1992 Repair ‘BOGIE BEARERS’.
08.05.1992 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘VEHICLE RECLASSIFY’.
08.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2048 J’
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2048 J’
24.05.1992 Repair ‘TWIST LOCK’.
24.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2048 J’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘HANDRAILS END’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
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17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2048 J’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2048 J’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.01.1993 Repair ‘END HOSE’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘VEHICLE COMPLETE’.
29.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2048 J’
31.03.1993 Repair ‘STEP’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2048 J’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘BOGIE SPRING’.
03.07.1993 Repair ‘VEHICLE COMPLETE’.
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2048 J’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
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01.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2049

Details: wagon ‘RQKY 2049 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.10.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.03.1996
Last Brake Cylinder: 07.09.1993
Last Lift: 01.02.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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14.05.1990 Repair ‘HANDRAILS’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

03.10.1991 Repair ‘HANDRAILS’.
03.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2049 S’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BEARERS’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘BRAKE PULL ROD’.
04.10.1991 Repair ‘END COMPLETE’.
04.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1991 Repair ‘RELAY VALVE’.
04.10.1991 Repair ‘VEHICLE RECLASSIFY’.
04.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2049 S’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRANCH PIPE’.
13.02.1992 Repair ‘TRAIN PIPE (END)’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
15.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
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10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE COMPLETE’.
10.07.1992 Repair ‘BRAKE BLOCK RB95’.
10.07.1992 Repair ‘BRANCH PIPE’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘RELAY VALVE’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
29.10.1992 Repair ‘STEP’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRAKE LEVER’.
02.08.1993 Repair ‘BRAKE PULL ROD’.
02.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘END BRAKE COCK’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘TRAIN PIPE (END)’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BRAKE BLOCK RB95’.
07.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘END HOSE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘BRAKE CONTROL PIPE’.
25.10.1993 Repair ‘BRAKE SPRING’.
25.10.1993 Repair ‘COUPLER KNUCKLE’.

17588



2.709. Wagon classification starting with ‘RQK’

25.10.1993 Repair ‘EMPTY LOAD VALVE’.
25.10.1993 Repair ‘GRADE CONTROL VALVE’.
25.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2049 S’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2049 S’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2050

Details: wagon ‘RQKY 2050 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 21.10.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.09.1996
Last Triple Valve: 26.05.1992
Last Brake Cylinder: 27.08.1991
Last Single Car Test: 12.03.1991
Last Lift: 18.01.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
04.09.1989 Repair ‘STEP’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Repair ‘VEHICLE COMPLETE’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
17.10.1989 Repair ‘HOSE FITTINGS’.
17.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2050 Y’
05.11.1989 Repair ‘COUPLER KNUCKLE’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2050 Y’
21.01.1990 Repair ‘HANDRAILS END’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2050 Y’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘HANDRAILS END’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
05.10.1990 Repair ‘HANDRAILS END’.
05.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2050 Y’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2050 Y’
23.11.1990 Repair ‘HANDRAILS END’.
23.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2050 Y’
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘YOKE COMPLETE’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2050 Y’
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘EMPTY LOAD VALVE’.
18.03.1991 Repair ‘GRADE CONTROL VALVE’.
18.03.1991 Repair ‘SIDE BEARER’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘VEHICLE RECLASSIFY’.
18.03.1991 Repair ‘WHEEL SET’.
18.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
07.04.1991 Repair ‘BRAKE BLOCK RB95’.
07.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2050 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1991 Repair ‘COUPLER KNUCKLE’.
12.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2050 Y’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Repair ‘TWIST LOCK’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
09.11.1991 Repair ‘BRAKE BLOCK RB95’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE PULL ROD’.
18.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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18.11.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘EMPTY LOAD VALVE’.
18.11.1991 Repair ‘GRADE CONTROL VALVE’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1992 Repair ‘BRAKE PIN’.
13.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2050 Y’
14.02.1992 Repair ‘COUPLER KNUCKLE’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1992 Repair ‘BRAKE PULL ROD’.
22.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1992 Repair ‘RELAY VALVE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘HANDRAILS END’.
22.12.1992 Repair ‘STEP’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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29.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1993 Repair ‘BOGIE COMPLETE’.
29.03.1993 Repair ‘BOGIE SIDEFRAME’.
29.03.1993 Repair ‘BOGIE WEAR PLATES’.
29.03.1993 Repair ‘BRAKE LEVER’.
29.03.1993 Repair ‘BRAKE PULL ROD’.
29.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘EMPTY LOAD VALVE’.
29.03.1993 Repair ‘GRADE CONTROL VALVE’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘WHEEL SET’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE SIDEFRAME’.
30.11.1993 Repair ‘ISOLATING COCK’.
30.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2050 Y’
17.12.1993 Repair ‘STEP’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2050 Y’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2050 Y’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2050 Y’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2050 Y’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2050 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2050 Y’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
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10.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.09.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2051

Details: wagon ‘RQKY 2051 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.10.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.11.1996
Due Triple Valve: 27.08.1993
Last Triple Valve: 27.12.1989
Last Brake Cylinder: 10.05.1989
Last Single Car Test: 27.08.1992
Last Lift: 14.06.1986
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘STEP’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2051 A’
23.10.1989 Repair ‘HANDRAILS END’.
23.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
23.12.1989 Repair ‘STEP’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
24.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.12.1989 Repair ‘END BRAKE COCK’.
24.12.1989 Repair ‘END HOSE’.
24.12.1989 Repair ‘TRAIN PIPE (END)’.
24.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Repair ‘BRAKE LEVER’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘RELAY VALVE’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘VEHICLE COMPLETE’.
09.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2051 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.09.1990 Repair ‘HANDRAILS END’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
19.12.1990 Repair ‘HANDRAILS END’.
19.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
11.03.1991 Repair ‘HANDRAILS END’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
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AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.
04.10.1991 Repair ‘STEP’.
04.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2051 A’
28.03.1992 Repair ‘TWIST LOCK’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BOLSTER’.
27.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.08.1992 Repair ‘END HOSE’.
27.08.1992 Repair ‘HANDRAILS END’.
27.08.1992 Repair ‘TRAIN PIPE’.
27.08.1992 Repair ‘VEHICLE COMPLETE’.
27.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2051 A’
28.08.1992 Repair ‘BOGIE BEARERS’.
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Repair ‘VEHICLE RECLASSIFY’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
28.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2051 A’
02.09.1992 Repair ‘BOGIE BOLSTER’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARINGS’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2051 A’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2051 A’
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
07.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
04.08.1993 Repair ‘TWIST LOCK’.

17597



2. TIMS GROUP INFORMATION - WAGONS

04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2051 A’

18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BRAKE LEVER’.
12.10.1993 Repair ‘BRAKE PULL ROD’.
12.10.1993 Repair ‘BRANCH PIPE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2051 A’
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2051 A’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2051 A’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2051 A’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
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16.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

10.10.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2052

Details: wagon ‘RQKY 2052 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.12.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 28.10.1996
Last Lift: 29.03.1982
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘STEP’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE CONTROL PIPE’.
18.02.1991 Repair ‘BRAKE LEVER’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1991 Repair ‘YOKE COMPLETE’.
18.02.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘SIDE BEARER’.
15.05.1991 Repair ‘VEHICLE RECLASSIFY’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2052 J’
07.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
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02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘STEP’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
19.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
03.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE PULL ROD’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2052 J’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘STANCHION’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
26.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2052 J’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BRAKE BLOCK RB95’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Repair ‘TWIST LOCK’.
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06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘GRADE CONTROL VALVE’.
23.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Repair ‘TWIST LOCK’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
25.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘HANDRAILS’.
25.02.1993 Repair ‘HANDRAILS END’.
25.02.1993 Repair ‘RELAY VALVE’.
25.02.1993 Repair ‘STEP’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Repair ‘WHEEL SET’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
06.09.1993 Repair ‘STEP’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘EMPTY LOAD VALVE’.
11.10.1993 Repair ‘GRADE CONTROL VALVE’.
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
17.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
15.01.1994 Repair ‘TWIST LOCK’.
15.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
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12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2052 J’

17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2052 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2052 J’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2052 J’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2052 J’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.11.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2053

Details: wagon ‘RQKY 2053 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 05.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 30.01.1996
Last Triple Valve: 17.05.1990
Last Brake Cylinder: 23.09.1992
Last Single Car Test: 17.03.1993
Last Lift: 16.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2053 S’
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2053 S’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘RELAY VALVE’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2053 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BEARERS’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
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29.05.1991 Repair ‘SIDE BEARER’.
29.05.1991 Repair ‘VEHICLE RECLASSIFY’.
29.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2053 S’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2053 S’
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
28.09.1991 Repair ‘TWIST LOCK’.
28.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘AIR RESERVOIRS’.
23.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
23.09.1992 Repair ‘BOGIE BEARINGS’.
23.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.09.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
23.09.1992 Repair ‘TRAIN PIPE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2053 S’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
25.11.1992 Repair ‘TWIST LOCK’.
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25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2053 S’

09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘WHEEL SET’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2053 S’
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Repair ‘BRAKE LEVER’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2053 S’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘WHEEL SET’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2053 S’
02.10.1993 Repair ‘TWIST LOCK’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
28.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2053 S’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2053 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2053 S’
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2054

Details: wagon ‘RQKY 2054 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 11.02.1996
Due Triple Valve: 01.08.1990
Last Triple Valve: 12.10.1989
Last Brake Cylinder: 29.01.1993
Last Single Car Test: 08.07.1991
Last Lift: 03.08.1973
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘END BRAKE COCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘WHEEL SET’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
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14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘WHEEL SET’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
21.05.1990 Repair ‘STEP’.
21.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘HANDRAILS END’.
01.06.1990 Repair ‘STEP’.
01.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2054 E’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘EMPTY LOAD VALVE’.
04.07.1990 Repair ‘GRADE CONTROL VALVE’.
04.07.1990 Repair ‘TWIST LOCK’.
04.07.1990 Repair ‘TWIST LOCK’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
28.01.1991 Repair ‘TWIST LOCK’.
28.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘WHEEL SET’.
02.07.1991 Repair ‘WHEEL SET’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 2054 E’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2054 E’
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
21.10.1991 Repair ‘CARD OR CLIP HOLDER’.
21.10.1991 Repair ‘HANDRAILS END’.
21.10.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
21.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2054 E’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
05.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE BLOCK RB95’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘HANDRAILS END’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Repair ‘STRIKING CASTING’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
08.03.1992 Repair ‘BRAKE BLOCK RB95’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘STRIKING CASTING’.
26.03.1992 Repair ‘STRIKING CASTING’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘HOSE FITTINGS’.
25.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2054 E’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE COMPLETE’.
10.06.1992 Repair ‘BRAKE PULL ROD’.
10.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2054 E’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1992 Repair ‘BRANCH PIPE’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
27.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
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14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2054 E’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘WEAR PLATES & SADDLES’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2054 E’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.09.1993 Repair ‘CARD OR CLIP HOLDER’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘HAND RELEASE (AIR)’.
13.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2054 E’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘WHEEL SET’.
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22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2054 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2054 E’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2055

13.04.1995 Reclassified from wagon ‘RQKY 2055 G’ to ’ wagon ‘RQMF 2055 F’.

RQKY 2058

Details: wagon ‘RQKY 2058 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.05.1996
Due Triple Valve: 10.09.1997
Last Brake Cylinder: 30.09.1991
Last Single Car Test: 23.01.1989
Last Lift: 16.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2058 R’
16.04.1990 Repair ‘TWIST LOCK’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1990 Repair ‘TWIST LOCK’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

20.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
21.09.1991 Repair ‘STEP’.
21.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2058 R’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB95’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘TWIST LOCK’.
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30.09.1991 Repair ‘WHEEL SET’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘STEP’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARERS’.
14.04.1992 Repair ‘HANDRAILS END’.
14.04.1992 Repair ‘SIDE BEARER’.
14.04.1992 Repair ‘VEHICLE RECLASSIFY’.
14.04.1992 Repair ‘VEHICLE STENCILS’.
14.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2058 R’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘STEP’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
06.09.1992 Repair ‘VEHICLE COMPLETE’.
06.09.1992 Repair ‘VEHICLE COMPLETE’.
06.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARERS’.
08.09.1992 Repair ‘SIDE BEARER’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Repair ‘COUPLER COMPLETE’.
24.10.1992 Repair ‘EMPTY LOAD VALVE’.
24.10.1992 Repair ‘GRADE CONTROL VALVE’.
24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Repair ‘WEAR PLATES & SADDLES’.

17614



2.709. Wagon classification starting with ‘RQK’

24.10.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘BRAKE PULL ROD’.
18.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE SPRING’.
05.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘EMPTY LOAD VALVE’.
27.07.1993 Repair ‘GRADE CONTROL VALVE’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
31.08.1993 Repair ‘BOGIE BOLSTER’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
02.09.1993 Repair ‘BOGIE SPRING’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
04.09.1993 Repair ‘SHUNT PAD’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
21.09.1993 Repair ‘TWIST LOCK’.
21.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
26.10.1993 Repair ‘TWIST LOCK’.
26.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1993 Repair ‘BOGIE BEARINGS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
19.12.1993 Repair ‘TWIST LOCK’.
19.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE SPRING’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2058 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2058 R’
12.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
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17.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2059

Details: wagon ‘RQKY 2059 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 24.06.1996
Due Triple Valve: 28.10.1996
Last Triple Valve: 21.03.1988
Last Brake Cylinder: 21.03.1988
Last Single Car Test: 21.03.1988
Last Lift: 11.02.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2059 D’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE LEVER’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2059 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.04.1991 Repair ‘BRAKE LEVER’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1991 Repair ‘COUPLER KNUCKLE’.
03.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1991 Repair ‘END BRAKE COCK’.
03.04.1991 Repair ‘END HOSE’.
03.04.1991 Repair ‘RELAY VALVE’.
03.04.1991 Repair ‘STEP’.
03.04.1991 Repair ‘TRAIN PIPE (END)’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2059 D’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S

17618



2.709. Wagon classification starting with ‘RQK’

ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

18.08.1991 Repair ‘TWIST LOCK’.
18.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2059 D’
12.09.1991 Repair ‘END FRAME MEMBER’.
12.09.1991 Repair ‘HANDRAILS’.
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2059 D’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE BEARERS’.
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘END COMPLETE’.
13.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1991 Repair ‘VEHICLE RECLASSIFY’.
13.09.1991 Repair ‘WHEEL SET’.
13.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2059 D’
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Repair ‘VEHICLE STENCILS’.
20.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2059 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2059 D’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2059 D’
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2059 D’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

10.10.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
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24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2060

12.04.1995 Reclassified from wagon ‘RQKY 2060 P’ to ’ wagon ‘RQMF 2060 Y’.

RQKY 2061

Details: wagon ‘RQKY 2061 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.12.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: HS AD CM CN CH
Return to Service Date: 21.04.1996
Due Triple Valve: 01.07.1991
Last Triple Valve: 03.08.1993
Last Brake Cylinder: 29.03.1993
Last Single Car Test: 01.09.1992
Last Lift: 22.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘CARD OR CLIP HOLDER’.
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04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE COMPLETE’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.07.1989 Repair ‘HANDRAILS’.
07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Repair ‘ISOLATING COCK’.
07.07.1989 Repair ‘SIDE BEARER’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2061 X’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Repair ‘STEP’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
21.04.1990 Repair ‘TWIST LOCK’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘BRAKE PULL ROD’.
29.10.1990 Repair ‘COUPLER KNUCKLE’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
02.11.1990 Repair ‘VEHICLE STENCILS’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2061 X’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘TWIST LOCK’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
19.01.1991 Repair ‘BRAKE BLOCK RB95’.
19.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE PULL ROD’.
24.01.1991 Repair ‘WHEEL SET’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2061 X’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
04.01.1992 Repair ‘TWIST LOCK’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
01.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2061 X’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.08.1992 Repair ‘BRAKE LEVER’.
26.08.1992 Repair ‘TRAIN PIPE (END)’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2061 X’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘HOSE FITTINGS’.
13.11.1992 Repair ‘TRAIN PIPE’.
13.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2061 X’
16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1993 Repair ‘COUPLER KNUCKLE’.
16.01.1993 Repair ‘EMPTY LOAD VALVE’.
16.01.1993 Repair ‘GRADE CONTROL VALVE’.
16.01.1993 Repair ‘HANDRAILS’.
16.01.1993 Repair ‘HANDRAILS END’.
16.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1993 Repair ‘STEP’.
16.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘WHEEL SET’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘BRANCH PIPE’.
22.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2061 X’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BRAKE CONTROL PIPE’.
03.08.1993 Repair ‘BRAKE LEVER’.
03.08.1993 Repair ‘BRAKE PULL ROD’.
03.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘HANDRAILS END’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Repair ‘TRAIN PIPE (END)’.
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03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘WHEEL SET’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.09.1993 Repair ‘BRAKE BLOCK OTHER’.
08.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
15.10.1993 Repair ‘BRAKE BLOCK RB95’.
15.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2061 X’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2061 X’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2061 X’

17624



2.709. Wagon classification starting with ‘RQK’

05.10.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2062

Details: wagon ‘RQKY 2062 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.12.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 22.03.1996
Due Triple Valve: 06.07.1997
Last Brake Cylinder: 04.11.1992
Last Single Car Test: 05.07.1989
Last Lift: 29.04.1985
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE BEARERS’.
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03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘FLOOR SHEETING’.
03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Repair ‘SIDE BEARER’.
03.07.1989 Repair ‘STEP’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘VEHICLE RECLASSIFY’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2062 R’
05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE

TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.

17.07.1989 Repair ‘HANDRAILS’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2062 R’
07.09.1989 Repair ‘VEHICLE RETARE’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
14.02.1990 Repair ‘STEP’.
14.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2062 R’
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
28.06.1990 Repair ‘BRAKE BLOCK RB95’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
13.07.1990 Repair ‘SIDE STEP’.
13.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1990 Repair ‘WHEEL SET’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘TWIST LOCK’.
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27.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘EMPTY LOAD VALVE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘GRADE CONTROL VALVE’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
19.09.1991 Repair ‘TWIST LOCK’.
19.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2062 R’
02.10.1991 Repair ‘TWIST LOCK’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BOGIE ADAPTER’.
28.10.1991 Repair ‘STEP’.
28.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2062 R’
03.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘EMPTY LOAD VALVE’.
19.11.1991 Repair ‘GRADE CONTROL VALVE’.
19.11.1991 Repair ‘WHEEL SET’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
05.03.1992 Repair ‘BRAKE BLOCK RB95’.
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05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1992 Repair ‘BRANCH PIPE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘GRADE CONTROL VALVE’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘END BRAKE COCK’.
04.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1992 Repair ‘RELAY VALVE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Repair ‘WHEEL SET’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
10.11.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
10.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2062 R’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘COUPLER KNUCKLE’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘VEHICLE COMPLETE’.
20.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BEARINGS’.
11.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BOGIE WEAR PLATES’.
11.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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11.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE COMPLETE’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘END HOSE’.
06.09.1993 Repair ‘GRADE CONTROL VALVE’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
11.09.1993 Repair ‘TWIST LOCK’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
17.10.1993 Repair ‘TWIST LOCK’.
17.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BRANCH PIPE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘SHUNT PAD’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
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07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2062 R’
22.05.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2062 R’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2063

Details: wagon ‘RQKY 2063 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.12.1969
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 17.09.1996
Due Triple Valve: 20.11.1994
Last Triple Valve: 02.06.1993
Last Brake Cylinder: 13.04.1992
Last Lift: 14.12.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.08.1989 Repair ‘HANDRAILS’.
04.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2063 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘SIDE BEARER’.
15.05.1991 Repair ‘TRAIN PIPE’.
15.05.1991 Repair ‘VEHICLE RECLASSIFY’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2063 D’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.08.1991 Repair ‘COUPLER KNUCKLE’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘GRADE CONTROL VALVE’.
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
18.10.1991 Repair ‘STEP’.
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18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2063 D’

26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘STANCHION’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘VEHICLE RETARE’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘HANDRAILS END’.
13.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Repair ‘WHEEL SET’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE BLOCK RB95’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘BRAKE PULL ROD’.
23.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘WHEEL SET’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE BLOCK RB95’.
07.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1993 Repair ‘COUPLER KNUCKLE’.
07.04.1993 Repair ‘EMPTY LOAD VALVE’.
07.04.1993 Repair ‘GRADE CONTROL VALVE’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BRAKE BLOCK RB95’.
02.06.1993 Repair ‘CARD OR CLIP HOLDER’.
02.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘END BRAKE COCK’.
02.06.1993 Repair ‘END HOSE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
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02.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Repair ‘TWIST LOCK’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘END BRAKE COCK’.
14.07.1993 Repair ‘TRAIN PIPE’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2063 D’
20.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.11.1993 Repair ‘COUPLER KNUCKLE’.
20.11.1993 Repair ‘EMPTY LOAD VALVE’.
20.11.1993 Repair ‘GRADE CONTROL VALVE’.
20.11.1993 Repair ‘HAND RELEASE (AIR)’.
20.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Repair ‘WHEEL SET’.
20.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2063 D’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2063 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2063 D’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.12.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 2064

Details: wagon ‘RQKY 2064 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.12.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 25.07.1996
Last Triple Valve: 19.11.1993
Last Brake Cylinder: 23.10.1991
Last Single Car Test: 19.01.1993
Last Lift: 15.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2064 M’
07.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1989 Repair ‘BOGIE BEARINGS’.
07.10.1989 Repair ‘COUPLER KNUCKLE’.
07.10.1989 Repair ‘TWIST LOCK’.
07.10.1989 Repair ‘TWIST LOCK’.
07.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘TRAIN PIPE (END)’.
13.12.1989 Repair ‘VEHICLE STENCILS’.
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13.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQSY 2064 M’

13.05.1990 Repair ‘HANDRAILS’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2064 M’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘EMPTY LOAD VALVE’.
09.08.1990 Repair ‘END BRAKE COCK’.
09.08.1990 Repair ‘END HOSE’.
09.08.1990 Repair ‘GRADE CONTROL VALVE’.
09.08.1990 Repair ‘TRAIN PIPE (END)’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BEARERS’.
16.10.1991 Repair ‘HANDRAILS END’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2064 M’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘EMPTY LOAD VALVE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
08.04.1992 Repair ‘END HOSE’.
08.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
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11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1992 Repair ‘BRAKE BLOCK RB95’.
11.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.04.1992 Repair ‘BOGIE SPRING’.
25.04.1992 Repair ‘BRAKE BLOCK RB95’.
25.04.1992 Repair ‘BRAKE PULL ROD’.
25.04.1992 Repair ‘CARD OR CLIP HOLDER’.
25.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘HANDRAILS END’.
13.06.1992 Repair ‘STEP’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
17.08.1992 Repair ‘BRAKE LEVER’.
17.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘GRADE CONTROL VALVE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Repair ‘WHEEL SET’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2064 M’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
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28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE SPRING’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
08.09.1993 Repair ‘BOGIE SPRING’.
08.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2064 M’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.11.1993 Repair ‘ISOLATING COCK’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BOGIE BOLSTER’.
01.01.1994 Repair ‘BOGIE SIDEFRAME’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘EMPTY LOAD VALVE’.
01.01.1994 Repair ‘GRADE CONTROL VALVE’.
01.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2064 M’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.11.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 2065

Details: wagon ‘RQKY 2065 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 20.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.11.1996
Last Brake Cylinder: 11.06.1993
Last Single Car Test: 05.05.1992
Last Lift: 19.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.09.1989 Repair ‘HANDRAILS END’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2065 V’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2065 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

04.09.1991 Repair ‘HANDRAILS’.
04.09.1991 Repair ‘HANDRAILS END’.
04.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2065 V’
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘VEHICLE STENCILS’.
16.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2065 V’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BRAKE PIN’.
21.10.1991 Repair ‘YOKE PIN’.
21.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2065 V’
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1992 Repair ‘CARD OR CLIP HOLDER’.
03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Repair ‘TWIST LOCK’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE LEVER’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘END HOSE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘COUPLER KNUCKLE’.
24.03.1992 Repair ‘TWIST LOCK’.
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24.03.1992 Repair ‘WHEEL SET’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE COMPLETE’.
27.04.1992 Repair ‘CARD OR CLIP HOLDER’.
27.04.1992 Repair ‘COUPLER COMPLETE’.
27.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2065 V’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
23.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1993 Repair ‘BOGIE BEARINGS’.
23.01.1993 Repair ‘COUPLER KNUCKLE’.
23.01.1993 Repair ‘EMPTY LOAD VALVE’.
23.01.1993 Repair ‘GRADE CONTROL VALVE’.
23.01.1993 Repair ‘WHEEL SET’.
23.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘WHEEL SET’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘HOSE FITTINGS’.
11.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2065 V’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘GRADE CONTROL VALVE’.
18.08.1993 Repair ‘STANCHION’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
01.10.1993 Repair ‘TWIST LOCK’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
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21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘HAND RELEASE (AIR)’.
21.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2065 V’
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
18.12.1993 Repair ‘TWIST LOCK’.
18.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1994 Repair ‘BRAKE BLOCK RB95’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Repair ‘WHEEL SET’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2065 V’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2065 V’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2065 V’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
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12.08.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.02.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2066

Details: wagon ‘RQKY 2066 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 20.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.08.1996
Due Triple Valve: 11.08.1991
Last Triple Valve: 24.05.1988
Last Brake Cylinder: 24.08.1992
Last Single Car Test: 24.08.1992
Last Lift: 23.08.1984
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.
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15.01.1988 Alteration complete ‘RECLASSIFY ATQY TO ATQF - REFER RS4231
(RS3050)’. New class: ‘ATQF’.

05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE
TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘HANDRAILS’.
15.09.1989 Repair ‘HANDRAILS’.
15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Repair ‘SIDE BEARER’.
15.09.1989 Repair ‘SIDE STEP’.
15.09.1989 Repair ‘TANK WAG. HYDROSTATIC TEST’.
15.09.1989 Repair ‘VEHICLE RECLASSIFY’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2066 H’
08.02.1990 Repair ‘STEP’.
08.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2066 H’
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
08.05.1990 Repair ‘VEHICLE RETARE’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
23.07.1990 Repair ‘SIDE STEP’.
23.07.1990 Repair ‘TWIST LOCK’.
23.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BRAKE BLOCK RB95’.
11.08.1990 Repair ‘BRAKE LEVER’.
11.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.08.1990 Repair ‘END BRAKE COCK’.
11.08.1990 Repair ‘END HOSE’.
11.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1990 Repair ‘TRAIN PIPE (END)’.
11.08.1990 Repair ‘VEHICLE STENCILS’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2066 H’
27.12.1990 Repair ‘TWIST LOCK’.
27.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘BRANCH PIPE’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘HANDRAILS’.
17.01.1991 Repair ‘HANDRAILS END’.
17.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1991 Repair ‘STEP’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE BEARERS’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2066 H’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.05.1991 Repair ‘EMPTY LOAD VALVE’.
29.05.1991 Repair ‘GRADE CONTROL VALVE’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
19.09.1991 Repair ‘TWIST LOCK’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
12.10.1991 Repair ‘STEP’.
12.10.1991 Repair ‘TWIST LOCK’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2066 H’
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘BRAKE PULL ROD’.
05.11.1991 Repair ‘BRAKE PULL ROD’.
05.11.1991 Repair ‘BRANCH PIPE’.
05.11.1991 Repair ‘BRANCH PIPE’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2066 H’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BEARERS’.
05.12.1991 Repair ‘SIDE BEARER’.
05.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2066 H’
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
06.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
15.02.1992 Repair ‘STEP’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘HANDRAILS END’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
24.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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24.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2066 H’

26.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘VEHICLE STENCILS’.
26.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2066 H’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE PULL ROD’.
20.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1992 Repair ‘TRAIN PIPE (END)’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2066 H’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BEARERS’.
07.04.1993 Repair ‘SIDE BEARER’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2066 H’
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
11.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1993 Repair ‘END BRAKE COCK’.
11.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.09.1993 Repair ‘RELAY VALVE’.
11.09.1993 Repair ‘TRAIN PIPE (END)’.
11.09.1993 Repair ‘TWIST LOCK’.
11.09.1993 Repair ‘VEHICLE COMPLETE’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2066 H’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2066 H’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.02.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2068

Details: wagon ‘RQKY 2068 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.12.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 28.07.1996
Last Triple Valve: 10.12.1992
Last Single Car Test: 10.12.1992
Last Lift: 27.10.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE BOLSTER’.
20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
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20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘STANCHION’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1989 Repair ‘VEHICLE LOAD CAPACITY’.
20.09.1989 Repair ‘WHEEL SET’.
20.09.1989 Repair ‘YOKE COMPLETE’.
20.09.1989 Repair ‘YOKE FOLLOWER’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
19.11.1989 Repair ‘HANDRAILS’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2068 C’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘STANCHION’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘VEHICLE RETARE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

17.12.1991 Repair ‘VEHICLE RECLASSIFY’.
17.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2068 C’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BEARERS’.
18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘HANDRAILS END’.
18.12.1991 Repair ‘SIDE BEARER’.
18.12.1991 Repair ‘TOP CENTRE PLATE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘VEHICLE COMPLETE’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
18.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2068 C’
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17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRANCH PIPE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Repair ‘VEHICLE COMPLETE’.
06.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE SIDEFRAME’.
28.03.1992 Repair ‘TWIST LOCK’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
17.04.1992 Repair ‘STEP’.
17.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
23.05.1992 Repair ‘TWIST LOCK’.
23.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1992 Repair ‘EMPTY LOAD VALVE’.
27.08.1992 Repair ‘GRADE CONTROL VALVE’.
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2068 C’
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE BLOCK RB95’.
28.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘EMPTY LOAD VALVE’.
28.10.1992 Repair ‘GRADE CONTROL VALVE’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2068 C’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘HANDRAILS END’.
18.12.1992 Repair ‘STEP’.
18.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.12.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BEARERS’.
05.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1993 Repair ‘BOGIE COMPLETE’.
05.05.1993 Repair ‘BRAKE BLOCK RB95’.
05.05.1993 Repair ‘BRAKE PULL ROD’.
05.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.05.1993 Repair ‘COUPLER KNUCKLE’.
05.05.1993 Repair ‘EMPTY LOAD VALVE’.
05.05.1993 Repair ‘GRADE CONTROL VALVE’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Repair ‘WHEEL SET’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
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28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2068 C’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2068 C’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.11.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2069

Details: wagon ‘RQKY 2069 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.11.1995
Last Triple Valve: 29.10.1993
Last Single Car Test: 28.11.1991
Last Lift: 08.05.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2069 L’
14.10.1989 Repair ‘HANDRAILS’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2069 L’
17.10.1989 Repair ‘END HOSE’.
17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2069 L’
19.10.1989 Repair ‘END BRAKE COCK’.
19.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2069 L’
05.12.1989 Repair ‘END BRAKE COCK’.
05.12.1989 Repair ‘END HOSE’.
05.12.1989 Repair ‘TRAIN PIPE (END)’.
05.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2069 L’
18.12.1989 Repair ‘HANDRAILS END’.
18.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2069 L’
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22.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2069 L’
08.06.1990 Repair ‘HANDRAILS END’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2069 L’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘END BRAKE COCK’.
07.08.1990 Repair ‘END HOSE’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BEARERS’.
03.09.1991 Repair ‘BOGIE BEARERS’.
03.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘END COMPLETE’.
03.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.09.1991 Repair ‘HANDRAILS’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Repair ‘TRAIN PIPE’.
03.09.1991 Repair ‘VEHICLE RECLASSIFY’.
03.09.1991 Repair ‘WHEEL SET’.
03.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2069 L’
03.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2069 L’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BEARERS’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1991 Repair ‘SIDE BEARER’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1991 Repair ‘WEAR PLATES & SADDLES’.
18.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2069 L’
25.09.1991 Repair ‘BOGIE COMPLETE’.
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25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Repair ‘VEHICLE STENCILS’.
25.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2069 L’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
25.11.1991 Repair ‘SIDE BEARER’.
25.11.1991 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Repair ‘VEHICLE COMPLETE’.
25.11.1991 Repair ‘WHEEL SET’.
25.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2069 L’
28.11.1991 Repair ‘STEP’.
28.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2069 L’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘STRIKING CASTING’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
09.02.1992 Repair ‘TWIST LOCK’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
01.07.1992 Repair ‘STEP’.
01.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
30.10.1992 Repair ‘STEP’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.02.1993 Repair ‘GRADE CONTROL VALVE’.
05.02.1993 Repair ‘RELAY VALVE’.
05.02.1993 Repair ‘STANCHION’.
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1993 Repair ‘STEP’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2069 L’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘STEP’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2069 L’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘WHEEL SET’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2069 L’
12.01.1994 Repair ‘TWIST LOCK’.
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12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2069 L’

17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2069 L’
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2069 L’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2069 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2069 L’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2070

Details: wagon ‘RQKY 2070 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard

17658



2.709. Wagon classification starting with ‘RQK’

Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 05.10.1994
Last Brake Cylinder: 04.05.1992
Last Single Car Test: 19.12.1989
Last Lift: 26.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘BRANCH PIPE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘VEHICLE RECLASSIFY’.
19.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2070 H’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BRAKE PULL ROD’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
24.09.1989 Repair ‘HANDRAILS END’.
24.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2070 H’
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07.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
31.10.1989 Repair ‘HANDRAILS END’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘TRAIN PIPE (END)’.
19.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2070 H’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
07.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1990 Repair ‘BOGIE BOLSTER’.
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.04.1990 Repair ‘EMPTY LOAD VALVE’.
07.04.1990 Repair ‘GRADE CONTROL VALVE’.
07.04.1990 Repair ‘TWIST LOCK’.
07.04.1990 Repair ‘TWIST LOCK’.
07.04.1990 Repair ‘TWIST LOCK’.
07.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
05.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2070 H’
04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2070 H’

15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2070 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2070 H’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘EMPTY LOAD VALVE’.
28.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
28.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
13.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
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04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
02.10.1992 Repair ‘STEP’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
10.10.1992 Repair ‘HANDRAILS’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2070 H’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BEARINGS’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘SIDE STEP’.
16.03.1993 Repair ‘STEP’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
16.07.1993 Repair ‘SIDE STEP’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

17662



2.709. Wagon classification starting with ‘RQK’

09.10.1993 Repair ‘BRAKE BLOCK RB95’.
09.10.1993 Repair ‘WHEEL SET’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2070 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2070 H’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2070 H’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2071

Details: wagon ‘RQKY 2071 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $11590
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 03.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.10.1995
Due Triple Valve: 01.07.1997
Last Triple Valve: 15.01.1992
Last Brake Cylinder: 03.09.1991
Last Single Car Test: 15.01.1992
Last Lift: 13.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

10.03.1988 Alteration complete ‘FIT 6 NO ‘AQMX’ CONTAINER WAGONS AS
FOLLOWS A) 3 NO ‘AQMX’ WITH U.T.D.C. CROSSBRACED BOGIES B) 3 NO
‘AQMX’ WITH OVER HAULED 3 PIECE RIDE CONTROL BOGIES WITH NEW
WHEELS. C) ASSEMBLE WAGONS IN PAIRS. MADE UP OF 1 CROSS BRACED
BOGIE WAGON & 1 RIDE CONYROL BOGIE WAGON. D) REMOVE
UNCOUPLING RODS BETWEEN WAGON PAIRS. RECLASSIFY WAGONS TO
‘AQMF’ (RS4268)’. New class: ‘AQMF’.

15.03.1989 Alteration complete ‘FIT ‘STUCKI’ BOLSTERS AND ‘MINER’ TCC-50 AND
TC-2600A CONSTANT CONTACT SIDEBEARERS WITH ‘MINER’ R.SB POCKET
INSERTS TO TWO AQMF CONTAINER WAGONS. BOLSTERS B787 TO BE
FITTED TO AQMF 4239 WITH TCC-50 CCSB. BOLSTERS B636 TO BE FITTED TO
AQMF 2071 WITH TCC-2600A CCSB. AQMF 2071, 4239. (RS4396)’.

16.05.1989 Alteration complete ‘RECLASSIFY 2 NO. ‘AQMF’ FLAT WAGONS TO
‘AQMY’ AND STENCIL FOR 110 KM/H TRAFFIC. AQMF 4239 & 2071. (RS4419)’.
New class: ‘AQMY’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘BRAKE PIN’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

17664



2.709. Wagon classification starting with ‘RQK’

02.08.1989 Repair ‘VEHICLE STENCILS’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2071 Q’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘HANDRAILS END’.
19.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2071 Q’
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘HANDRAILS END’.
20.02.1990 Repair ‘TRAIN PIPE (END)’.
20.02.1990 Repair ‘TRAIN PIPE’.
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2071 Q’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘BOGIE COMPLETE’.
05.04.1990 Repair ‘DRAFT GEAR POCKET’.
05.04.1990 Repair ‘EMPTY LOAD VALVE’.
05.04.1990 Repair ‘TOP CENTRE PLATE’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2071 Q’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2071 Q’
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
14.12.1990 Repair ‘BOGIE BEARINGS’.
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14.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2071 Q’
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘EMPTY LOAD VALVE’.
09.02.1991 Repair ‘GRADE CONTROL VALVE’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
12.04.1991 Repair ‘TWIST LOCK’.
12.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

28.05.1991 Repair ‘HANDRAILS END’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2071 Q’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘COUPLER KNUCKLE’.
30.05.1991 Repair ‘EMPTY LOAD VALVE’.
30.05.1991 Repair ‘GRADE CONTROL VALVE’.
30.05.1991 Repair ‘HANDRAILS END’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Repair ‘CARD OR CLIP HOLDER’.
03.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘EMPTY LOAD VALVE’.
03.07.1991 Repair ‘GRADE CONTROL VALVE’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘COUPLER KNUCKLE’.
03.09.1991 Repair ‘EMPTY LOAD VALVE’.
03.09.1991 Repair ‘GRADE CONTROL VALVE’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1992 Repair ‘BOGIE COMPLETE’.
14.01.1992 Repair ‘BRAKE PULL ROD’.
14.01.1992 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1992 Repair ‘VEHICLE RECLASSIFY’.
14.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2071 Q’
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘STEP’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
03.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2071 Q’
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.05.1993 Repair ‘WHEEL SET’.
14.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2071 Q’
24.07.1993 Repair ‘TWIST LOCK’.
24.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BEARERS’.
24.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘COUPLER COMPLETE’.
10.11.1993 Repair ‘COUPLER KNUCKLE’.
10.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.11.1993 Repair ‘EMPTY LOAD VALVE’.
10.11.1993 Repair ‘GRADE CONTROL VALVE’.
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Repair ‘WEAR PLATES & SADDLES’.
10.11.1993 Repair ‘WHEEL SET’.
10.11.1993 Repair ‘YOKE PIN’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
18.12.1993 Repair ‘TWIST LOCK’.
18.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2071 Q’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2071 Q’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
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08.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2072

13.05.1995 Reclassified from wagon ‘RQKY 2072 S’ to ’ wagon ‘RQMF 2072 R’.

RQKY 2073

Details: wagon ‘RQKY 2073 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 28.07.1995
Last Triple Valve: 19.02.1992
Last Brake Cylinder: 04.01.1993
Last Single Car Test: 15.04.1994
Last Lift: 26.06.1987
Cont Connector Type:] P
Cont Max Slots: 3
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16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

17670



2.709. Wagon classification starting with ‘RQK’

19.09.1989 Repair ‘STEP’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BEARINGS’.
05.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘CARD OR CLIP HOLDER’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
05.10.1989 Repair ‘HANDRAILS END’.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘SIDE BEARER’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘WHEEL SET’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1989 Repair ‘BRAKE BLOCK RB95’.
27.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘EMPTY LOAD VALVE’.
27.10.1989 Repair ‘GRADE CONTROL VALVE’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Repair ‘BRANCH PIPE’.
09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘EMPTY LOAD VALVE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘RELAY VALVE’.
09.12.1989 Repair ‘SHUNT PAD’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
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21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
22.02.1990 Repair ‘END HOSE’.
22.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2073 L’
17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1990 Repair ‘BRAKE BLOCK RB95’.
17.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Repair ‘TWIST LOCK’.
17.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.12.1990 Repair ‘BRANCH PIPE’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.12.1990 Repair ‘EMPTY LOAD VALVE’.
11.12.1990 Repair ‘END BRAKE COCK’.
11.12.1990 Repair ‘RELAY VALVE’.
11.12.1990 Repair ‘TRAIN PIPE’.
11.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2073 L’
14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Repair ‘VEHICLE COMPLETE’.
14.01.1991 Repair ‘VEHICLE STENCILS’.
14.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2073 L’
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
29.03.1991 Repair ‘STEP’.
29.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2073 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
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PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1991 Repair ‘BRAKE PULL ROD’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
25.04.1991 Repair ‘BRAKE BLOCK RB95’.
25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
18.06.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE CONTROL PIPE’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BRAKE BLOCK RB95’.
16.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘WHEEL SET’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRANCH PIPE’.
30.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2073 L’
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
13.10.1991 Repair ‘BRAKE BLOCK RB95’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE BLOCK RB95’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
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22.10.1991 Repair ‘END HOSE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BRAKE PULL ROD’.
21.11.1991 Repair ‘COUPLER KNUCKLE’.
21.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1991 Repair ‘EMPTY LOAD VALVE’.
21.11.1991 Repair ‘GRADE CONTROL VALVE’.
21.11.1991 Repair ‘STEP’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2073 L’
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2073 L’
21.01.1992 Repair ‘BRAKE BLOCK RB95’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘RELAY VALVE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
19.02.1992 Repair ‘BOGIE SIDEFRAME’.
19.02.1992 Repair ‘BRAKE LEVER’.
19.02.1992 Repair ‘BRAKE PIN’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
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19.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Repair ‘RELAY VALVE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
01.03.1992 Repair ‘BRAKE BLOCK RB95’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘BOGIE SIDEFRAME’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘STEP’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
06.09.1992 Repair ‘TWIST LOCK’.
06.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2073 L’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Repair ‘HANDRAILS END’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1993 Repair ‘STEP’.
04.01.1993 Repair ‘TWIST LOCK’.
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04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE COMPLETE’.
11.01.1993 Repair ‘SIDE BEARER’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.07.1993 Repair ‘BOGIE WEAR PLATES’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘COUPLER COMPLETE’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘GRADE CONTROL VALVE’.
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Repair ‘WHEEL SET’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
26.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1993 Repair ‘TWIST LOCK’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
28.11.1993 Repair ‘BRAKE LEVER’.
28.11.1993 Repair ‘BRAKE PULL ROD’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
03.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
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09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘BOGIE BEARERS’.
11.03.1994 Repair ‘DRAFT GEAR POCKET’.
11.03.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1994 Repair ‘END HOSE’.
11.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1994 Repair ‘SIDE BEARER’.
11.03.1994 Repair ‘TRAIN PIPE’.
11.03.1994 Repair ‘YOKE PIN’.
11.03.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2073 L’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2073 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2073 L’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2073 L’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
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RQKY 2074

10.04.1995 Reclassified from wagon ‘RQKY 2074 N’ to ’ wagon ‘RQMF 2074 M’.

RQKY 2075

Details: wagon ‘RQKY 2075 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.06.1996
Last Triple Valve: 14.12.1990
Last Brake Cylinder: 23.07.1990
Last Single Car Test: 26.08.1993
Last Lift: 02.08.1977
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2075 G’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘VEHICLE STENCILS’.
19.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2075 G’
30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1989 Repair ‘BOGIE COMPLETE’.
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30.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
30.07.1989 Repair ‘VEHICLE COMPLETE’.
30.07.1989 Repair ‘WHEEL SET’.
30.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1989 Repair ‘EMPTY LOAD VALVE’.
09.08.1989 Repair ‘GRADE CONTROL VALVE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2075 G’
07.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2075 G’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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20.12.1989 Repair ‘TRAIN PIPE (END)’.
20.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2075 G’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1990 Repair ‘BRAKE PULL ROD’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘EMPTY LOAD VALVE’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2075 G’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.04.1990 Repair ‘COUPLER KNUCKLE’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘END BRAKE COCK’.
23.07.1990 Repair ‘HANDRAILS END’.
23.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1990 Repair ‘STEP’.
23.07.1990 Repair ‘TRAIN PIPE (END)’.
23.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘WHEEL SET’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
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15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘SIDE BEARER CLEARANCE’.
29.08.1990 Repair ‘WHEEL SET’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

10.10.1990 Repair ‘BOGIE BEARINGS’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘BRAKE PULL ROD’.
14.12.1990 Repair ‘BRANCH PIPE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘HANDRAILS’.
14.12.1990 Repair ‘RELAY VALVE’.
14.12.1990 Repair ‘TRAIN PIPE (END)’.
14.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2075 G’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

30.09.1991 Repair ‘HANDRAILS’.
30.09.1991 Repair ‘HANDRAILS END’.
30.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2075 G’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BEARERS’.
01.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1991 Repair ‘VEHICLE RECLASSIFY’.
01.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
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‘AQSY 2075 G’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE COMPLETE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘TOP CENTRE PLATE’.
04.10.1991 Repair ‘TRAIN PIPE (END)’.
04.10.1991 Repair ‘YOKE COMPLETE’.
04.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2075 G’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘GRADE CONTROL VALVE’.
14.11.1991 Repair ‘TOP CENTRE PLATE’.
14.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2075 G’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE BLOCK RB95’.
08.01.1992 Repair ‘TWIST LOCK’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘WHEEL SET’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘STRIKING CASTING’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
01.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1992 Repair ‘BOGIE BEARERS’.
01.08.1992 Repair ‘COUPLER KNUCKLE’.
01.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1992 Repair ‘EMPTY LOAD VALVE’.
01.08.1992 Repair ‘GRADE CONTROL VALVE’.
01.08.1992 Repair ‘TWIST LOCK’.
01.08.1992 Repair ‘TWIST LOCK’.
01.08.1992 Repair ‘TWIST LOCK’.
01.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
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27.08.1992 Repair ‘BOGIE BEARINGS’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2075 G’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BRAKE PULL ROD’.
03.09.1992 Repair ‘BRANCH PIPE’.
03.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2075 G’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK OTHER’.
03.03.1993 Repair ‘EMPTY LOAD VALVE’.
03.03.1993 Repair ‘GRADE CONTROL VALVE’.
03.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘WHEEL SET’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
14.06.1993 Repair ‘TWIST LOCK’.
14.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2075 G’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘STRIKING CASTING’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
24.12.1993 Repair ‘TWIST LOCK’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.01.1994 Repair ‘BOGIE COMPLETE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘END HOSE’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘EMPTY LOAD VALVE’.
31.01.1994 Repair ‘GRADE CONTROL VALVE’.
31.01.1994 Repair ‘HAND RELEASE (AIR)’.
31.01.1994 Repair ‘HANDRAILS END’.
31.01.1994 Repair ‘STANCHION’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2075 G’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2075 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2075 G’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
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03.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2336

Details: wagon ‘RQKY 2336 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 30.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.10.1996
Last Triple Valve: 19.11.1993
Last Brake Cylinder: 19.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 04.07.1979
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.09.1989 Repair ‘BRAKE LEVER’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2336 T’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘TWIST LOCK’.
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19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
02.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1989 Repair ‘BRAKE BLOCK RB95’.
02.12.1989 Repair ‘COUPLER KNUCKLE’.
02.12.1989 Repair ‘EMPTY LOAD VALVE’.
02.12.1989 Repair ‘END BRAKE COCK’.
02.12.1989 Repair ‘GRADE CONTROL VALVE’.
02.12.1989 Repair ‘TWIST LOCK’.
02.12.1989 Repair ‘TWIST LOCK’.
02.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE BLOCK OTHER’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Repair ‘WHEEL SET’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Repair ‘VEHICLE COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2336 T’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Repair ‘BRAKE PULL ROD’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
22.06.1990 Repair ‘HANDRAILS END’.
22.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2336 T’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘COUPLER KNUCKLE’.
13.07.1990 Repair ‘EMPTY LOAD VALVE’.
13.07.1990 Repair ‘GRADE CONTROL VALVE’.
13.07.1990 Repair ‘HANDRAILS END’.
13.07.1990 Repair ‘WHEEL SET’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1990 Repair ‘BRAKE LEVER’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘HANDRAILS’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2336 T’
17.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1990 Repair ‘BRAKE BLOCK RB95’.
17.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘EMPTY LOAD VALVE’.
17.09.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1990 Repair ‘TWIST LOCK’.
17.09.1990 Repair ‘TWIST LOCK’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
12.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
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26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘WHEEL SET’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘TRAIN PIPE’.
16.07.1991 Repair ‘TRAIN PIPE’.
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2336 T’
16.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2336 T’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE LEVER’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
26.01.1992 Repair ‘TWIST LOCK’.
26.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2336 T’
17.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
17.02.1992 Repair ‘BRAKE PULL ROD’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.02.1992 Repair ‘BRAKE LEVER’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
21.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘TOP CENTRE PLATE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Repair ‘BOGIE COMPLETE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘EMPTY LOAD VALVE’.
26.03.1992 Repair ‘GRADE CONTROL VALVE’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
03.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
12.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1992 Repair ‘STEP’.
12.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2336 T’
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘BRAKE PULL ROD’.
19.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
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19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘END BRAKE COCK’.
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘HAND RELEASE (AIR)’.
19.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘TOP CENTRE PLATE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2336 T’
27.12.1993 Repair ‘TWIST LOCK’.
27.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘TRAIN PIPE’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2336 T’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2336 T’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2336 T’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.04.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
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06.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2338

Details: wagon ‘RQKY 2338 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 15.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.03.1996
Last Triple Valve: 10.08.1993
Last Brake Cylinder: 15.01.1993
Last Lift: 03.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

24.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘HANDRAILS END’.
01.03.1990 Repair ‘STEP’.
01.03.1990 Repair ‘VEHICLE RECLASSIFY’.
01.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2338 Y’
08.05.1990 Repair ‘STEP’.
08.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2338 Y’
27.08.1990 Repair ‘BRAKE BLOCK RB95’.
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27.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2338 Y’

07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘WHEEL SET’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
09.10.1990 Repair ‘BOGIE BEARINGS’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘COUPLER KNUCKLE’.
20.11.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
20.11.1990 Repair ‘STEP’.
20.11.1990 Repair ‘TWIST LOCK’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘COUPLER KNUCKLE’.
29.11.1990 Repair ‘EMPTY LOAD VALVE’.
29.11.1990 Repair ‘GRADE CONTROL VALVE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Repair ‘TWIST LOCK’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BRAKE PULL ROD’.
07.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2338 Y’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRANCH PIPE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘EMPTY LOAD VALVE’.
11.07.1991 Repair ‘GRADE CONTROL VALVE’.
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
14.09.1991 Repair ‘BRAKE BLOCK RB95’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
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21.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1991 Repair ‘BRAKE BLOCK RB95’.
21.09.1991 Repair ‘COUPLER KNUCKLE’.
21.09.1991 Repair ‘EMPTY LOAD VALVE’.
21.09.1991 Repair ‘GRADE CONTROL VALVE’.
21.09.1991 Repair ‘WHEEL SET’.
21.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
02.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
02.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
15.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
30.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2338 Y’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘WHEEL SET’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘BRAKE BLOCK RB95’.
13.06.1992 Repair ‘BRAKE PULL ROD’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
13.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘EMPTY LOAD VALVE’.
15.01.1993 Repair ‘GRADE CONTROL VALVE’.
15.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK OTHER’.
23.02.1993 Repair ‘BRAKE LEVER’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘EMPTY LOAD VALVE’.
23.02.1993 Repair ‘GRADE CONTROL VALVE’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE LEVER’.
21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘WHEEL SET’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.08.1993 Repair ‘HAND RELEASE (AIR)’.
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10.08.1993 Repair ‘ISOLATING COCK’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2338 Y’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

06.11.1993 Repair ‘TWIST LOCK’.
06.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
15.11.1993 Repair ‘HANDRAILS END’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2338 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2338 Y’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 2339

Details: wagon ‘RQKY 2339 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 25.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.07.1996
Last Triple Valve: 27.08.1991
Last Brake Cylinder: 05.03.1991
Last Single Car Test: 02.07.1991
Last Lift: 24.02.1983
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘BRAKE LEVER’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
24.02.1990 Repair ‘TWIST LOCK’.
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24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2339 X’

13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘EMPTY LOAD VALVE’.
13.07.1990 Repair ‘GRADE CONTROL VALVE’.
13.07.1990 Repair ‘HEADSTOCK’.
13.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1990 Repair ‘TWIST LOCK’.
13.07.1990 Repair ‘WHEEL SET’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘EMPTY LOAD VALVE’.
17.08.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
10.10.1990 Repair ‘BOGIE BEARINGS’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2339 X’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘TRAIN PIPE (END)’.
07.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2339 X’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘EMPTY LOAD VALVE’.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
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05.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Repair ‘TWIST LOCK’.
05.03.1991 Repair ‘TWIST LOCK’.
05.03.1991 Repair ‘TWIST LOCK’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2339 X’
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2339 X’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Repair ‘BRAKE LEVER’.
26.08.1991 Repair ‘BRAKE PULL ROD’.
26.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1991 Repair ‘BRANCH PIPE’.
26.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
20.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
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30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘BRANCH PIPE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
02.11.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1992 Repair ‘WHEEL SET’.
10.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2339 X’
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
18.07.1993 Repair ‘TWIST LOCK’.
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18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2339 X’

24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1993 Repair ‘BRAKE LEVER’.
24.07.1993 Repair ‘BRAKE PIN’.
24.07.1993 Repair ‘BRAKE PULL ROD’.
24.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2339 X’
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

04.10.1993 Repair ‘TWIST LOCK’.
04.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Repair ‘VEHICLE RECLASSIFY’.
07.03.1994 Repair ‘VEHICLE STENCILS’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
09.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2339 X’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
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10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2339 X’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.12.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2340

Details: wagon ‘RQKY 2340 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 07.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.10.1996
Last Triple Valve: 30.12.1993
Last Brake Cylinder: 21.07.1989
Last Single Car Test: 18.11.1993
Last Lift: 01.02.1980
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘STANCHION’.
21.07.1989 Repair ‘STANCHION’.
21.07.1989 Repair ‘STANCHION’.
21.07.1989 Repair ‘VEHICLE RETARE’.
21.07.1989 Repair ‘WHEEL SET’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘WHEEL SET’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
03.04.1990 Repair ‘BRAKE BLOCK RB95’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Repair ‘END HOSE’.
27.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
27.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
01.07.1990 Repair ‘BRAKE BLOCK RB95’.
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01.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2340 T’

03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE BOLSTER’.
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘TWIST LOCK’.
16.10.1990 Repair ‘TWIST LOCK’.
16.10.1990 Repair ‘TWIST LOCK’.
16.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2340 T’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE FRICTION WEDGE’.
22.11.1990 Repair ‘COUPLER KNUCKLE’.
22.11.1990 Repair ‘EMPTY LOAD VALVE’.
22.11.1990 Repair ‘GRADE CONTROL VALVE’.
22.11.1990 Repair ‘TWIST LOCK’.
22.11.1990 Repair ‘TWIST LOCK’.
22.11.1990 Repair ‘TWIST LOCK’.
22.11.1990 Repair ‘TWIST LOCK’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
23.11.1990 Repair ‘BRAKE BLOCK RB95’.
23.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘COUPLER KNUCKLE’.
03.01.1991 Repair ‘EMPTY LOAD VALVE’.
03.01.1991 Repair ‘GRADE CONTROL VALVE’.
03.01.1991 Repair ‘STRIKING CASTING’.
03.01.1991 Repair ‘TWIST LOCK’.
03.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
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25.04.1991 Repair ‘TWIST LOCK’.
25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
02.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘EMPTY LOAD VALVE’.
10.10.1991 Repair ‘GRADE CONTROL VALVE’.
10.10.1991 Repair ‘TRAIN PIPE (END)’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘STRIKING CASTING’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘EMPTY LOAD VALVE’.
27.02.1992 Repair ‘GRADE CONTROL VALVE’.
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27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
11.05.1992 Repair ‘HANDRAILS END’.
11.05.1992 Repair ‘STEP’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2340 T’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRAKE BLOCK RB95’.
24.09.1992 Repair ‘TRAIN PIPE’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2340 T’
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRAKE CONTROL PIPE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2340 T’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1993 Repair ‘BRAKE LEVER’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
26.10.1993 Repair ‘TRAIN PIPE (END)’.
26.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2340 T’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Repair ‘TWIST LOCK’.
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19.01.1994 Repair ‘WHEEL SET’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2340 T’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2340 T’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2341

Details: wagon ‘RQKY 2341 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS 163
Date Built: 29.09.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 29.08.1996
Last Triple Valve: 11.05.1993
Last Single Car Test: 29.09.1989
Last Lift: 21.04.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE COMPLETE’.
26.09.1989 Repair ‘DRAFT GEAR POCKET’.
26.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1989 Repair ‘STEP’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘WHEEL SET’.
26.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2341 F’
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.03.1990 Repair ‘TRAIN PIPE’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2341 F’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
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17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
07.06.1991 Repair ‘BRAKE BLOCK RB95’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BRAKE CONTROL PIPE’.
24.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
21.12.1991 Repair ‘HANDRAILS’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
22.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMP 2341 F’
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15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
24.07.1992 Repair ‘BRAKE BLOCK RB95’.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘STEP’.
10.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2341 F’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE BLOCK RB95’.
04.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
17.11.1992 Repair ‘BOGIE BEARINGS’.
17.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2341 F’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Repair ‘YOKE CARRIER’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BOGIE COMPLETE’.
11.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
03.09.1993 Repair ‘STEP’.
03.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘AQMP 2341 F’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2341 F’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2342

Details: wagon ‘RQKY 2342 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 05.10.1971
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.08.1996
Due Triple Valve: 04.10.1992
Last Triple Valve: 19.06.1989
Last Brake Cylinder: 31.03.1992
Last Single Car Test: 15.04.1994
Last Lift: 10.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AQSY 2342 W’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.03.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2344

Details: wagon ‘RQKY 2344 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate

17711



2. TIMS GROUP INFORMATION - WAGONS

Diagram Book Page No.: NS 163
Date Built: 16.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: WR AD CM CN CH
Return to Service Date: 16.08.1996
Last Brake Cylinder: 30.05.1991
Last Single Car Test: 26.11.1993
Last Lift: 08.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘TRAIN PIPE’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2344 R’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘BRAKE PIN’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
27.08.1989 Repair ‘STEP’.
27.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2344 R’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘HANDRAILS END’.
14.12.1989 Repair ‘TRAIN PIPE (END)’.
14.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2344 R’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE BEARINGS’.
26.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘WHEEL SET’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
03.08.1990 Repair ‘HANDRAILS END’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.09.1990 Repair ‘STEP’.
04.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2344 R’
16.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
17.11.1990 Repair ‘BRAKE BLOCK RB95’.
17.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘COUPLER KNUCKLE’.
30.05.1991 Repair ‘EMPTY LOAD VALVE’.
30.05.1991 Repair ‘GRADE CONTROL VALVE’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
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13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
19.10.1991 Repair ‘TWIST LOCK’.
19.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
28.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
05.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
31.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1992 Repair ‘COUPLER KNUCKLE’.
31.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1992 Repair ‘EMPTY LOAD VALVE’.
31.05.1992 Repair ‘GRADE CONTROL VALVE’.
31.05.1992 Repair ‘TWIST LOCK’.
31.05.1992 Repair ‘TWIST LOCK’.
31.05.1992 Repair ‘TWIST LOCK’.
31.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE BLOCK RB95’.
16.06.1992 Repair ‘TRAIN PIPE’.
16.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2344 R’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
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10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Repair ‘WHEEL SET’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘WHEEL SET’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.02.1993 Repair ‘BRAKE LEVER’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
13.03.1993 Repair ‘TWIST LOCK’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘VEHICLE STENCILS’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE BLOCK RB95’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
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‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1993 Repair ‘BOGIE COMPLETE’.
16.11.1993 Repair ‘BRAKE LEVER’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Repair ‘VEHICLE RECLASSIFY’.
16.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2344 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2344 R’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2344 R’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

10.11.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2345

Details: wagon ‘RQKY 2345 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 03.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.02.1996
Last Brake Cylinder: 13.09.1990
Last Single Car Test: 02.09.1991
Last Lift: 18.12.1979
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRANCH PIPE’.
25.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2345 S’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2345 S’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘STEP’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
07.12.1989 Repair ‘END HOSE’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2345 S’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
11.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
16.05.1990 Repair ‘HANDRAILS END’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2345 S’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Repair ‘COUPLER KNUCKLE’.
13.09.1990 Repair ‘EMPTY LOAD VALVE’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
13.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Repair ‘TWIST LOCK’.
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13.09.1990 Repair ‘WHEEL SET’.
13.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1991 Repair ‘HANDRAILS’.
24.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1991 Repair ‘TRAIN PIPE’.
11.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2345 S’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘BRAKE BLOCK RB95’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘WHEEL SET’.
30.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2345 S’
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BOLSTER’.
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
07.11.1991 Repair ‘BOGIE WEAR PLATES’.
07.11.1991 Repair ‘GRADE CONTROL VALVE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
10.01.1992 Repair ‘TWIST LOCK’.
10.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2345 S’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘WHEEL SET’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘COUPLER KNUCKLE’.
22.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1993 Repair ‘BRAKE BLOCK RB95’.
01.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.04.1993 Repair ‘COUPLER KNUCKLE’.
01.04.1993 Repair ‘WHEEL SET’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRAKE BLOCK RB95’.
23.08.1993 Repair ‘HOSE FITTINGS’.
23.08.1993 Repair ‘TRAIN PIPE’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2345 S’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2345 S’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘ISOLATING COCK’.
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26.11.1993 Repair ‘TRAIN PIPE (END)’.
26.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2345 S’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE PULL ROD’.
30.11.1993 Repair ‘ISOLATING COCK’.
30.11.1993 Repair ‘TRAIN PIPE (END)’.
30.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2345 S’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2345 S’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2345 S’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2345 S’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2345 S’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2345 S’
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2345 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2345 S’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2345 S’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Alteration ‘REMOVE ALIGNED BOGIES FROM 4 NO. ‘RQKY’ AND 1 NO.

‘AQMP’ WAGON. REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300MM
DIA. CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC4500 CCSB IN ACCORDANCE WITH MS 1122. RECLASSIFY
AQMP2700 & 2710 TO RQKY2700 & 2710 (ALT. FORM NRC023) RQKY 2345, 2351,
2696 & AQMP 2700, 2710. (RS4880)’.

03.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.

17721



2. TIMS GROUP INFORMATION - WAGONS

14.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2346

Details: wagon ‘RQKY 2346 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 09.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 02.09.1996
Due Triple Valve: 24.07.1988
Last Triple Valve: 05.10.1989
Last Single Car Test: 13.10.1988
Last Lift: 21.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
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14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘HANDRAILS’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘HANDRAILS’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
09.01.1990 Repair ‘WHEEL SET’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
13.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1990 Repair ‘BRAKE BLOCK RB95’.
26.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘WHEEL SET’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
27.04.1990 Repair ‘WHEEL SET’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
05.05.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘WHEEL SET’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
30.10.1990 Repair ‘BOGIE BEARINGS’.
30.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
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14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘WHEEL SET’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘VEHICLE COMPLETE’.
05.09.1991 Repair ‘WHEEL SET’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘EMPTY LOAD VALVE’.
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE COMPLETE’.
23.03.1992 Repair ‘TWIST LOCK’.
23.03.1992 Repair ‘TWIST LOCK’.
23.03.1992 Repair ‘TWIST LOCK’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

17724



2.709. Wagon classification starting with ‘RQK’

‘AQMP 2346 E’
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BRAKE BLOCK RB95’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘EMPTY LOAD VALVE’.
15.06.1993 Repair ‘END BRAKE COCK’.
15.06.1993 Repair ‘END HOSE’.
15.06.1993 Repair ‘GRADE CONTROL VALVE’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘WHEEL SET’.
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2346 E’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2346 E’
29.07.1994 Repair ‘VEHICLE RECLASSIFY’.
29.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2346 E’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2347

Details: wagon ‘RQKY 2347 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 29.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 29.07.1996
Due Triple Valve: 10.12.1996
Last Triple Valve: 26.07.1989
Last Brake Cylinder: 12.11.1991
Last Single Car Test: 14.10.1993
Last Lift: 15.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Repair ‘VEHICLE STENCILS’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
14.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2347 N’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘WHEEL SET’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
16.10.1990 Repair ‘BOGIE BEARINGS’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2347 N’
22.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1990 Repair ‘COUPLER KNUCKLE’.
22.12.1990 Repair ‘GRADE CONTROL VALVE’.
22.12.1990 Repair ‘TWIST LOCK’.
22.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
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15.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2347 N’
02.11.1991 Repair ‘BRAKE BLOCK RB95’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2347 N’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘EMPTY LOAD VALVE’.
12.11.1991 Repair ‘GRADE CONTROL VALVE’.
12.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1993 Repair ‘BRAKE PULL ROD’.
16.02.1993 Repair ‘CARD OR CLIP HOLDER’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BOGIE COMPLETE’.
11.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘EMPTY LOAD VALVE’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
11.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2347 N’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘WHEEL SET’.
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28.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMP 2347 N’

28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS
(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2347 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2347 N’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2347 N’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.02.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2348

Details: wagon ‘RQKY 2348 A’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 26.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 24.08.1996
Due Triple Valve: 01.08.1988
Last Brake Cylinder: 05.10.1990
Last Single Car Test: 21.12.1988
Last Lift: 06.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2348 W’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1989 Repair ‘STEP’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘WHEEL SET’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2348 W’
16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
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16.04.1990 Repair ‘EMPTY LOAD VALVE’.
16.04.1990 Repair ‘GRADE CONTROL VALVE’.
16.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1990 Repair ‘TWIST LOCK’.
16.04.1990 Repair ‘TWIST LOCK’.
16.04.1990 Repair ‘TWIST LOCK’.
16.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2348 W’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2348 W’
31.10.1990 Repair ‘BOGIE BEARINGS’.
31.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2348 W’
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2348 W’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘WHEEL SET’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2348 W’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2348 W’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

01.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2348 W’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘HAND RELEASE (AIR)’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2348 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2348 W’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2348 W’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2349

Details: wagon ‘RQKY 2349 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 163
Date Built: 19.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 27.08.1996
Due Triple Valve: 13.04.1988
Last Brake Cylinder: 15.04.1992
Last Single Car Test: 05.08.1991
Last Lift: 14.04.1980
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘BRAKE LEVER’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
06.01.1990 Repair ‘STEP’.
06.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘TOP CENTRE PLATE’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
16.01.1990 Repair ‘TRAIN PIPE’.
16.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
07.02.1990 Repair ‘END HOSE’.
07.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRANCH PIPE’.
01.03.1990 Repair ‘END HOSE’.
01.03.1990 Repair ‘TRAIN PIPE (END)’.
01.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
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23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2349 X’

11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE LEVER’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘STANCHION’.
27.04.1990 Repair ‘STANCHION’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘VEHICLE COMPLETE’.
27.04.1990 Repair ‘WHEEL SET’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1990 Repair ‘BRANCH PIPE’.
01.10.1990 Repair ‘COUPLER KNUCKLE’.
01.10.1990 Repair ‘EMPTY LOAD VALVE’.
01.10.1990 Repair ‘GRADE CONTROL VALVE’.
01.10.1990 Repair ‘HANDRAILS’.
01.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1990 Repair ‘RELAY VALVE’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1991 Repair ‘HANDRAILS END’.
02.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.03.1991 Repair ‘BOGIE COMPLETE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘BRAKE PULL ROD’.
17.04.1991 Repair ‘BRANCH PIPE’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘STEP’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE BOLSTER’.
17.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
17.07.1991 Repair ‘BOGIE SIDEFRAME’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘ISOLATING COCK’.
29.07.1991 Repair ‘ISOLATING COCK’.
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE BLOCK RB95’.
13.12.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BRAKE PULL ROD’.
02.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
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02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
15.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
22.06.1992 Repair ‘TWIST LOCK’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
07.11.1992 Repair ‘TWIST LOCK’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BRAKE BLOCK RB95’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
05.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2349 X’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE COMPLETE’.
10.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
10.03.1993 Repair ‘BOGIE WEAR PLATES’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
27.08.1993 Repair ‘HANDRAILS END’.
27.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2349 X’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
22.12.1993 Repair ‘BRAKE BLOCK RB95’.
22.12.1993 Repair ‘BRAKE PULL ROD’.
22.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2349 X’
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2349 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Repair ‘VEHICLE RECLASSIFY’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2349 X’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BRAKE PULL ROD’.
06.10.1994 Repair ‘HANDRAILS’.
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29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.09.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2350

Details: wagon ‘RQKY 2350 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 04.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 02.08.1996
Last Triple Valve: 24.09.1992
Last Brake Cylinder: 25.06.1993
Last Single Car Test: 03.04.1989
Last Lift: 26.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

29.08.1989 Repair ‘END BRAKE COCK’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2350 E’
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2350 E’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
30.10.1989 Repair ‘EMPTY LOAD VALVE’.
30.10.1989 Repair ‘END BRAKE COCK’.
30.10.1989 Repair ‘GRADE CONTROL VALVE’.
30.10.1989 Repair ‘HANDRAILS’.
30.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘SIDE SHEET’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Repair ‘VEHICLE RETARE’.
30.10.1989 Repair ‘VEHICLE STENCILS’.
30.10.1989 Repair ‘WHEEL SET’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
14.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1990 Repair ‘BRAKE BLOCK RB95’.
14.04.1990 Repair ‘EMPTY LOAD VALVE’.
14.04.1990 Repair ‘GRADE CONTROL VALVE’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Repair ‘TWIST LOCK’.
14.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘TRAIN PIPE’.
22.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2350 E’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BEARINGS’.
06.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘BRAKE PULL ROD’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
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06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘STEP’.
06.08.1990 Repair ‘TRAIN PIPE (END)’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘WHEEL SET’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2350 E’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE LEVER’.
30.05.1991 Repair ‘BRAKE PULL ROD’.
30.05.1991 Repair ‘END HOSE’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE PIN’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
12.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2350 E’
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2350 E’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRAKE BLOCK RB95’.
24.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.09.1992 Repair ‘COUPLER KNUCKLE’.
24.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1992 Repair ‘WHEEL SET’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘CARD OR CLIP HOLDER’.
02.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2350 E’
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02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1992 Repair ‘BOGIE COMPLETE’.
02.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘BRANCH PIPE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘HOSE FITTINGS’.
10.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2350 E’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2350 E’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2350 E’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2350 E’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2350 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2350 E’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
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06.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.02.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2351

Details: wagon ‘RQKY 2351 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 02.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 28.06.1996
Last Triple Valve: 09.02.1994
Last Brake Cylinder: 09.09.1993
Last Single Car Test: 03.11.1992
Last Lift: 04.10.1982
Cont Connector Type:] P
Cont Max Slots: 3
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15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘COUPLER KNUCKLE’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘STEP’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘TWIST LOCK’.
11.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
21.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2351 N’
15.01.1990 Repair ‘WHEEL SET’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BRAKE BLOCK RB95’.
25.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1990 Repair ‘END BRAKE COCK’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
12.03.1990 Repair ‘STEP’.
12.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2351 N’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BRAKE PULL ROD’.
12.06.1990 Repair ‘BRANCH PIPE’.
12.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.06.1990 Repair ‘HANDBRAKE HANDLE’.
12.06.1990 Repair ‘HANDRAILS’.
12.06.1990 Repair ‘HANDRAILS END’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1990 Repair ‘SIDE STEP’.
12.06.1990 Repair ‘STEP’.
12.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2351 N’
13.06.1990 Repair ‘VEHICLE STENCILS’.
13.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMP 2351 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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21.09.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQMP 2351 N’

07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘TWIST LOCK’.
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
19.11.1990 Repair ‘WHEEL SET’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2351 N’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2351 N’
27.06.1991 Repair ‘BRAKE BLOCK RB95’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BOLSTER’.
15.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.08.1991 Repair ‘BOGIE SIDEFRAME’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘EMPTY LOAD VALVE’.
15.08.1991 Repair ‘GRADE CONTROL VALVE’.
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘BRAKE LEVER’.
16.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
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16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRANCH PIPE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BRANCH PIPE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
15.03.1992 Repair ‘BRAKE BLOCK RB95’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
30.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2351 N’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARINGS’.
15.10.1992 Repair ‘BOGIE COMPLETE’.
15.10.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Repair ‘TRAIN PIPE’.
15.10.1992 Repair ‘VEHICLE COMPLETE’.
15.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2351 N’
24.12.1992 Repair ‘SIDE STEP’.
24.12.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQMP 2351 N’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BRAKE PULL ROD’.
05.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
06.02.1993 Repair ‘HANDRAILS’.
06.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BRAKE LEVER’.
22.02.1993 Repair ‘BRAKE PULL ROD’.
22.02.1993 Repair ‘BRANCH PIPE’.
22.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1993 Repair ‘SIDE STEP’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
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05.04.1993 Repair ‘STEP’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘TRAIN PIPE’.
16.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2351 N’
22.04.1993 Repair ‘HANDRAILS’.
22.04.1993 Repair ‘HANDRAILS END’.
22.04.1993 Repair ‘SIDE STEP’.
22.04.1993 Repair ‘STEP’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2351 N’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2351 N’
14.11.1993 Repair ‘BRAKE BLOCK RB95’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2351 N’
03.12.1993 Repair ‘BODY COMPLETE’.
03.12.1993 Repair ‘HANDRAILS END’.
03.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2351 N’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BRAKE BLOCK RB95’.
31.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘TWIST LOCK’.
31.12.1993 Repair ‘TWIST LOCK’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
09.02.1994 Repair ‘BRAKE BLOCK RB95’.
09.02.1994 Repair ‘BRAKE PULL ROD’.
09.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.02.1994 Repair ‘END BRAKE COCK’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2351 N’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘HANDRAILS’.

17746



2.709. Wagon classification starting with ‘RQK’

02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMP 2351 N’

04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2351 N’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 4 NO. ‘RQKY’

AND 1 NO. ‘AQMP’ WAGON. REMOVE CENTRE PLATE & HUCK BOLT
STANDARD 300MM DIA. CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL
BOGIES WITH STUCKI RB-14/TCC4500 CCSB IN ACCORDANCE WITH MS
1122. RECLASSIFY AQMP2700 & 2710 TO RQKY2700 & 2710 (ALT. FORM
NRC023) RQKY 2345, 2351, 2696 & AQMP 2700, 2710. (RS4880)’.

12.09.1994 Repair ‘BOGIE BEARERS’.
12.09.1994 Repair ‘BOGIE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2352

Details: wagon ‘RQKY 2352 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
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Date Built: 01.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.12.1996
Last Brake Cylinder: 16.07.1990
Last Single Car Test: 12.01.1994
Last Lift: 25.01.1983
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘END BRAKE COCK’.
09.08.1989 Repair ‘END HOSE’.
09.08.1989 Repair ‘TRAIN PIPE (END)’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE LEVER’.
20.09.1989 Repair ‘BRAKE PULL ROD’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘WHEEL SET’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
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16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1990 Repair ‘TWIST LOCK’.
16.07.1990 Repair ‘TWIST LOCK’.
16.07.1990 Repair ‘VEHICLE STENCILS’.
16.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
24.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘WHEEL SET’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1991 Repair ‘BRAKE PULL ROD’.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
23.04.1991 Repair ‘TWIST LOCK’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE BOLSTER’.
28.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
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29.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE BOLSTER’.
12.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
12.08.1991 Repair ‘CARD OR CLIP HOLDER’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BOLSTER’.
24.09.1991 Repair ‘BRAKE BLOCK RB95’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1991 Repair ‘BRANCH PIPE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘EMPTY LOAD VALVE’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
23.11.1991 Repair ‘HANDRAILS’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BRANCH PIPE’.
09.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2352 H’
05.01.1992 Repair ‘BRAKE BLOCK RB95’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
08.01.1992 Repair ‘HANDRAILS’.
08.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2352 H’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
26.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE SIDEFRAME’.
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1992 Repair ‘COUPLER KNUCKLE’.
28.02.1992 Repair ‘EMPTY LOAD VALVE’.
28.02.1992 Repair ‘GRADE CONTROL VALVE’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘WHEEL SET’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2352 H’
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2352 H’
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2352 H’
27.03.1992 Repair ‘HANDRAILS’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
24.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1992 Repair ‘BOGIE COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2352 H’
26.07.1993 Repair ‘TWIST LOCK’.
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26.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2352 H’

28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘BRANCH PIPE’.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘HANDRAILS’.
08.12.1993 Repair ‘SIDE BEARER’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Repair ‘WHEEL SET’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2352 H’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE BEARERS’.
10.01.1994 Repair ‘BOGIE COMPLETE’.
10.01.1994 Repair ‘END COMPLETE’.
10.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1994 Repair ‘HANDRAILS’.
10.01.1994 Repair ‘HANDRAILS END’.
10.01.1994 Repair ‘SIDE BEARER’.
10.01.1994 Repair ‘TRAIN PIPE (END)’.
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2352 H’
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2352 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
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18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2352 H’
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQSY 2352 H’
12.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.11.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2353

Details: wagon ‘RQKY 2353 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 25.08.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 23.08.1996
Due Triple Valve: 27.01.1995
Last Triple Valve: 04.03.1992
Last Brake Cylinder: 13.02.1991
Last Single Car Test: 30.08.1993
Last Lift: 26.08.1981
Cont Connector Type:] P
Cont Max Slots: 3
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15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.08.1989 Repair ‘HANDRAILS END’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2353 X’
18.09.1989 Repair ‘STEP’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2353 X’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘HANDRAILS END’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2353 X’
13.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
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01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘SHUNT PAD’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1990 Repair ‘END BRAKE COCK’.
28.02.1990 Repair ‘TRAIN PIPE (END)’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2353 X’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘WHEEL SET’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1990 Repair ‘BRAKE BLOCK RB95’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Repair ‘WHEEL SET’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE PULL ROD’.
13.02.1991 Repair ‘COUPLER COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘TWIST LOCK’.
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22.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.04.1991 Repair ‘TOP CENTRE PLATE’.
22.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2353 X’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘COUPLER COMPLETE’.
03.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1991 Repair ‘TRAIN PIPE’.
03.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2353 X’
12.10.1991 Repair ‘BRAKE BLOCK RB95’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
05.01.1992 Repair ‘BRAKE BLOCK RB95’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
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07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2353 X’
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2353 X’
04.12.1992 Repair ‘STEP’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘END BRAKE COCK’.
21.01.1993 Repair ‘END HOSE’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘VEHICLE COMPLETE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2353 X’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE CONTROL PIPE’.
27.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2353 X’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘END HOSE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2353 X’
13.01.1994 Repair ‘TRAIN PIPE (END)’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2353 X’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2353 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQMP 2353 X’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.12.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2354

Details: wagon ‘RQKY 2354 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 15.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.02.1996
Last Brake Cylinder: 23.07.1992
Last Single Car Test: 09.06.1993
Last Lift: 19.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRANCH PIPE’.
18.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2354 R’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
12.06.1990 Repair ‘VEHICLE RECLASSIFY’.
12.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2354 R’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BEARINGS’.
06.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘WHEEL SET’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Repair ‘WHEEL SET’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘EMPTY LOAD VALVE’.
21.02.1991 Repair ‘GRADE CONTROL VALVE’.
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21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2354 R’
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2354 R’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘ISOLATING COCK’.
29.07.1991 Repair ‘ISOLATING COCK’.
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2354 R’
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2354 R’
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
29.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
13.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1991 Repair ‘BOGIE COMPLETE’.
13.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
13.09.1991 Repair ‘VEHICLE COMPLETE’.
13.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
26.12.1991 Repair ‘BRAKE BLOCK RB95’.
26.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2354 R’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Repair ‘TWIST LOCK’.
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26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
16.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
15.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2354 R’
22.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
22.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMP 2354 R’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
23.07.1992 Repair ‘BRAKE CONTROL PIPE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.07.1992 Repair ‘EMPTY LOAD VALVE’.
23.07.1992 Repair ‘GRADE CONTROL VALVE’.
23.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE COMPLETE’.
17.09.1992 Repair ‘BRANCH PIPE’.
17.09.1992 Repair ‘COUPLER COMPLETE’.
17.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2354 R’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BOLSTER’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
01.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.04.1993 Repair ‘BRAKE LEVER’.
01.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRAKE LEVER’.
04.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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04.06.1993 Repair ‘TRAIN PIPE (END)’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2354 R’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2354 R’
07.03.1994 Repair ‘END BRAKE COCK’.
07.03.1994 Repair ‘END HOSE’.
07.03.1994 Repair ‘TRAIN PIPE (END)’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2354 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2354 R’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.10.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2355

Details: wagon ‘RQKY 2355 E’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 03.09.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 28.04.1996
Last Brake Cylinder: 02.10.1990
Last Lift: 30.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE LEVER’.
07.07.1989 Repair ‘BRAKE PIN’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Repair ‘VEHICLE RETARE’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
03.11.1989 Repair ‘HANDRAILS END’.
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03.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMP 2355 D’

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BRAKE BLOCK RB95’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
23.10.1990 Repair ‘BOGIE BEARINGS’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE COMPLETE’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘STANCHION’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
31.03.1991 Repair ‘HANDRAILS’.
31.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2355 D’
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2355 D’
28.04.1991 Repair ‘COUPLER KNUCKLE’.
28.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘WHEEL SET’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
15.11.1991 Repair ‘STEP’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2355 D’
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25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘BRAKE BLOCK RB95’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB95’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Repair ‘TRAIN PIPE’.
15.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2355 D’
02.10.1992 Repair ‘HANDRAILS’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘WHEEL SET’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
16.11.1992 Repair ‘TWIST LOCK’.
16.11.1992 Repair ‘TWIST LOCK’.
16.11.1992 Repair ‘TWIST LOCK’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BRAKE BLOCK RB101’.
26.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1992 Repair ‘BRAKE LEVER’.
26.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘WHEEL SET’.
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26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
10.01.1993 Repair ‘STEP’.
10.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2355 D’
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘STANCHION’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.12.1993 Repair ‘HOSE FITTINGS’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2355 D’
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2355 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE RECLASSIFY’.
30.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2355 D’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

28.04.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 2356

Details: wagon ‘RQKY 2356 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 31.08.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.09.1996
Last Brake Cylinder: 10.06.1992
Last Single Car Test: 27.04.1992
Last Lift: 24.06.1983
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘BRANCH PIPE’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘WHEEL SET’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
18.10.1989 Repair ‘HANDRAILS’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2356 M’
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘HANDRAILS END’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘HANDRAILS END’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BOLSTER’.
06.12.1990 Repair ‘BOGIE FRICTION WEDGE’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Repair ‘WHEEL SET’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2356 M’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRANCH PIPE’.
21.04.1992 Repair ‘COUPLER COMPLETE’.
21.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.04.1992 Repair ‘WHEEL SET’.
21.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2356 M’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
10.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
07.05.1993 Repair ‘HANDRAILS’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
21.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.06.1993 Repair ‘HANDRAILS’.
21.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
21.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BOGIE SIDEFRAME’.
10.08.1993 Repair ‘BRAKE BLOCK RB95’.
10.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
18.08.1993 Repair ‘COUPLER COMPLETE’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
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09.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2356 M’
16.09.1993 Repair ‘STEP’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
05.12.1993 Repair ‘TWIST LOCK’.
05.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2356 M’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.02.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2357

Details: wagon ‘RQKY 2357 W’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 31.08.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.08.1996
Due Triple Valve: 09.10.1994
Last Brake Cylinder: 19.02.1992
Last Single Car Test: 05.12.1988
Last Lift: 27.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END BRAKE COCK’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘WHEEL SET’.
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23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘WHEEL SET’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘WHEEL SET’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
16.10.1990 Repair ‘BOGIE BEARINGS’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘TOP CENTRE PLATE’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2357 V’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1991 Repair ‘TOP CENTRE PLATE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRAKE BLOCK RB95’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
01.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.08.1991 Repair ‘COUPLER KNUCKLE’.
01.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
01.12.1991 Repair ‘TWIST LOCK’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BOGIE WEAR PLATES’.
19.03.1992 Repair ‘BRAKE BLOCK RB95’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘EMPTY LOAD VALVE’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BRAKE PULL ROD’.
30.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1992 Repair ‘BRANCH PIPE’.
30.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2357 V’
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘TOP CENTRE PLATE’.
24.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2357 V’
26.07.1992 Repair ‘TWIST LOCK’.
26.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘TOP CENTRE PLATE’.
27.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQMP 2357 V’
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
19.10.1992 Repair ‘HANDRAILS’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
29.10.1992 Repair ‘STEP’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE WEAR PLATES’.
21.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1993 Repair ‘TOP CENTRE PLATE’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
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RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2357 V’
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
21.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2357 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘West kalgoorlie’ with a previous code of wagon

‘AQMP 2357 V’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.11.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2359

Details: wagon ‘RQKY 2359 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13740
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
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Date Built: 31.08.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 11.11.1995
Due Triple Valve: 11.03.1997
Last Triple Valve: 28.06.1993
Last Brake Cylinder: 12.02.1991
Last Single Car Test: 15.11.1993
Last Lift: 12.05.1987
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

03.08.1989 Repair ‘END BRAKE COCK’.
03.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
18.08.1989 Repair ‘END HOSE’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2359 Q’
10.07.1990 Repair ‘WHEEL SET’.
10.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘EMPTY LOAD VALVE’.
20.07.1990 Repair ‘GRADE CONTROL VALVE’.
20.07.1990 Repair ‘TRAIN PIPE (END)’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘WHEEL SET’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB101’.
12.02.1991 Repair ‘BRAKE LEVER’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
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12.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
05.04.1991 Repair ‘STEP’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2359 Q’
13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2359 Q’
07.09.1991 Repair ‘BOGIE COMPLETE’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
09.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE BOLSTER’.
16.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
16.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1991 Repair ‘TWIST LOCK’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘WHEEL SET’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
17.05.1992 Repair ‘TWIST LOCK’.
17.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2359 Q’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.06.1993 Repair ‘BOGIE BEARINGS’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BOGIE COMPLETE’.
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25.06.1993 Repair ‘BRAKE CONTROL PIPE’.
25.06.1993 Repair ‘BRAKE LEVER’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘BRANCH PIPE’.
25.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1993 Repair ‘ISOLATING COCK’.
25.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘TRAIN PIPE (END)’.
25.06.1993 Repair ‘TRAIN PIPE’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2359 Q’
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2359 Q’
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2359 Q’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2359 Q’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BRAKE LEVER’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Repair ‘WHEEL SET’.
05.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2359 Q’
14.11.1993 Repair ‘STEP’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2359 Q’
10.12.1993 Repair ‘TWIST LOCK’.
10.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
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23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMP 2359 Q’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2359 Q’
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2359 Q’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2361

Details: wagon ‘RQKY 2361 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.09.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.12.1995
Due Triple Valve: 24.11.1988
Last Triple Valve: 01.02.1988
Last Brake Cylinder: 09.07.1992
Last Single Car Test: 04.06.1992
Last Lift: 11.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2361 G’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2361 G’
25.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2361 G’
24.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2361 G’
06.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2361 G’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘SIDE BEARER’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘VEHICLE RECLASSIFY’.
03.06.1992 Repair ‘VEHICLE RETARE’.
03.06.1992 Repair ‘VEHICLE STENCILS’.
03.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2361 G’
03.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2361 G’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1992 Repair ‘BRAKE BLOCK RB101’.
09.07.1992 Repair ‘BRAKE PULL ROD’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
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09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
04.08.1992 Repair ‘TWIST LOCK’.
04.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2361 G’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BOLSTER’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘STANCHION’.
10.08.1992 Repair ‘VEHICLE RETARE’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BEARERS’.
26.08.1992 Repair ‘SIDE BEARER’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BEARINGS’.
15.10.1992 Repair ‘BOGIE BOLSTER’.
15.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
15.10.1992 Repair ‘BOGIE SIDEFRAME’.
15.10.1992 Repair ‘BRAKE BLOCK RB95’.
15.10.1992 Repair ‘BRAKE LEVER’.
15.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.
15.10.1992 Repair ‘EMPTY LOAD VALVE’.
15.10.1992 Repair ‘GRADE CONTROL VALVE’.
15.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BOGIE BOLSTER’.
15.03.1993 Repair ‘BOGIE SIDEFRAME’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
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04.04.1993 Repair ‘BRAKE PIN’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2361 G’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2361 G’
17.06.1993 Repair ‘SIDE SILL’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB101’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘HAND RELEASE (AIR)’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘WHEEL SET’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2361 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2361 G’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2364

Details: wagon ‘RQKY 2364 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.08.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 01.07.1995
Last Brake Cylinder: 06.07.1991
Last Single Car Test: 06.08.1990
Last Lift: 23.05.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘VEHICLE RETARE’.
15.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘EMPTY LOAD VALVE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
01.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘TWIST LOCK’.
01.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1989 Repair ‘WHEEL SET’.
01.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE LEVER’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘SIDE BEARER’.
06.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1990 Repair ‘YOKE CARRIER’.
06.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2364 K’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.10.1990 Repair ‘STRIKING CASTING’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
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22.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘STEP’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
16.03.1991 Repair ‘BRAKE BLOCK RB95’.
16.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘TWIST LOCK’.
23.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2364 K’
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
06.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1991 Repair ‘BRAKE BLOCK RB95’.
06.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1991 Repair ‘COUPLER KNUCKLE’.
06.07.1991 Repair ‘EMPTY LOAD VALVE’.
06.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1991 Repair ‘SIDE SILL’.
06.07.1991 Repair ‘TWIST LOCK’.
06.07.1991 Repair ‘TWIST LOCK’.
06.07.1991 Repair ‘WHEEL SET’.
06.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
11.10.1991 Repair ‘GRADE CONTROL VALVE’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2364 K’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘COUPLER KNUCKLE’.
11.11.1991 Repair ‘EMPTY LOAD VALVE’.
11.11.1991 Repair ‘GRADE CONTROL VALVE’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘WHEEL SET’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
06.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
05.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘AIR RESERVOIRS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘TRAIN PIPE (END)’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘WHEEL SET’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1992 Repair ‘COUPLER KNUCKLE’.
07.08.1992 Repair ‘EMPTY LOAD VALVE’.
07.08.1992 Repair ‘GRADE CONTROL VALVE’.
07.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1992 Repair ‘WHEEL SET’.
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07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE PULL ROD’.
08.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2364 K’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘WHEEL SET’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2364 K’
21.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2364 K’
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2364 K’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2364 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
10.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2364 K’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2365

Details: wagon ‘RQKY 2365 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 05.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.09.1996
Last Brake Cylinder: 15.04.1992
Last Lift: 31.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.11.1989 Repair ‘HANDRAILS END’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2365 T’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.02.1990 Repair ‘TRAIN PIPE (END)’.
06.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2365 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.08.1991 Repair ‘STEP’.
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2365 T’
05.12.1991 Repair ‘DOOR COVERING’.
05.12.1991 Repair ‘VEHICLE RECLASSIFY’.
05.12.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2365 T’
03.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1992 Repair ‘STANCHION’.
08.04.1992 Repair ‘VEHICLE RETARE’.
08.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
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14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.04.1992 Repair ‘BRAKE LEVER’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
15.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2365 T’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘ISOLATING COCK’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2365 T’
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04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK OTHER’.
06.09.1993 Repair ‘BRAKE LEVER’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘DRAFTGEAR COMPLETE OTHER’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘GRADE CONTROL VALVE’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
24.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘STEP’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BOGIE COMPLETE’.
28.01.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
11.02.1994 Repair ‘STEP’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2365 T’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2365 T’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.05.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2366

Details: wagon ‘RQKY 2366 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
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BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 25.05.1996
Due Triple Valve: 01.08.1991
Last Triple Valve: 05.11.1992
Last Single Car Test: 05.11.1992
Last Lift: 08.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘STANCHION’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘VEHICLE RETARE’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
01.03.1990 Repair ‘STEP’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2366 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2366 F’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BOGIE BEARERS’.
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘VEHICLE RECLASSIFY’.
05.06.1991 Repair ‘WHEEL SET’.
05.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2366 F’
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘VEHICLE COMPLETE’.
13.06.1991 Repair ‘VEHICLE STENCILS’.
13.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2366 F’
25.07.1991 Repair ‘HANDRAILS END’.
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25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
15.03.1992 Repair ‘TWIST LOCK’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE LEVER’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
07.04.1992 Repair ‘END HOSE’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BRAKE BLOCK RB95’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘EMPTY LOAD VALVE’.
23.07.1992 Repair ‘GRADE CONTROL VALVE’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘WHEEL SET’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 2366 F’
05.12.1992 Repair ‘STEP’.
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
01.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
27.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘TRAIN PIPE’.
19.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2366 F’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘TRAIN PIPE’.
15.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2366 F’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
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09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2366 F’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2366 F’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.04.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2367

Details: wagon ‘RQKY 2367 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.09.1971
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CH
Return to Service Date: 23.07.1996
Last Triple Valve: 21.11.1989
Last Brake Cylinder: 11.11.1992
Last Lift: 03.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BRAKE BLOCK RB95’.
21.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1989 Repair ‘STANCHION’.
21.11.1989 Repair ‘VEHICLE RETARE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
29.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
29.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2367 Y’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

18.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2367 Y’
08.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2367 Y’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘END HOSE’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Repair ‘HANDRAILS END’.
23.11.1990 Repair ‘TWIST LOCK’.
23.11.1990 Repair ‘TWIST LOCK’.
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23.11.1990 Repair ‘TWIST LOCK’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BRAKE CONTROL PIPE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘TRAIN PIPE’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2367 Y’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BOGIE BEARERS’.
04.07.1991 Repair ‘BOGIE COMPLETE’.
04.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.07.1991 Repair ‘END COMPLETE’.
04.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.07.1991 Repair ‘TRAIN PIPE’.
04.07.1991 Repair ‘VEHICLE RECLASSIFY’.
04.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2367 Y’
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2367 Y’
12.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2367 Y’
25.10.1991 Repair ‘VEHICLE COMPLETE’.
25.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2367 Y’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Repair ‘HANDRAILS END’.
07.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1992 Repair ‘BRAKE PULL ROD’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘GRADE CONTROL VALVE’.
25.06.1992 Repair ‘WHEEL SET’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘COUPLER KNUCKLE’.
11.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.11.1992 Repair ‘EMPTY LOAD VALVE’.
11.11.1992 Repair ‘GRADE CONTROL VALVE’.
11.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Repair ‘VEHICLE COMPLETE’.
11.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE COMPLETE’.
18.01.1993 Repair ‘COUPLER KNUCKLE’.
18.01.1993 Repair ‘EMPTY LOAD VALVE’.
18.01.1993 Repair ‘GRADE CONTROL VALVE’.
18.01.1993 Repair ‘WHEEL SET’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘EMPTY LOAD VALVE’.
16.07.1993 Repair ‘GRADE CONTROL VALVE’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
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04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘GRADE CONTROL VALVE’.
04.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
16.08.1993 Repair ‘STEP’.
16.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2367 Y’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1993 Repair ‘EMPTY LOAD VALVE’.
03.09.1993 Repair ‘GRADE CONTROL VALVE’.
03.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1993 Repair ‘WHEEL SET’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2367 Y’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2367 Y’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2367 Y’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
03.04.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2367 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2367 Y’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.10.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
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23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2368

Details: wagon ‘RQKY 2368 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 05.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 02.10.1996
Last Triple Valve: 18.07.1988
Last Brake Cylinder: 18.07.1988
Last Single Car Test: 26.01.1993
Last Lift: 01.11.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.01.1990 Repair ‘HANDRAILS END’.
24.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2368 A’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
08.08.1990 Repair ‘HANDRAILS’.
08.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2368 A’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE BEARERS’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘BRAKE PULL ROD’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2368 A’
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘VEHICLE COMPLETE’.
20.06.1991 Repair ‘VEHICLE STENCILS’.
20.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2368 A’
13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BRAKE BLOCK RB95’.
09.10.1991 Repair ‘BRANCH PIPE’.
09.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2368 A’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
29.02.1992 Repair ‘TWIST LOCK’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘BOGIE SPRING’.
27.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2368 A’
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05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2368 A’
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
07.11.1992 Repair ‘TWIST LOCK’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
22.01.1993 Repair ‘COUPLER COMPLETE’.
22.01.1993 Repair ‘YOKE COMPLETE’.
22.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2368 A’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘EMPTY LOAD VALVE’.
29.01.1993 Repair ‘GRADE CONTROL VALVE’.
29.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
12.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘EMPTY LOAD VALVE’.
18.05.1993 Repair ‘GRADE CONTROL VALVE’.
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18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Repair ‘WHEEL SET’.
18.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
11.07.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
11.10.1993 Repair ‘BRAKE BLOCK RB95’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘EMPTY LOAD VALVE’.
15.11.1993 Repair ‘GRADE CONTROL VALVE’.
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Repair ‘WHEEL SET’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
31.12.1993 Repair ‘TWIST LOCK’.
31.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2368 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2368 A’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
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13.10.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2371

Details: wagon ‘RQKY 2371 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 02.09.1996
Last Triple Valve: 18.04.1988
Last Brake Cylinder: 11.11.1992
Last Single Car Test: 11.11.1992
Last Lift: 27.04.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.11.1989 Alteration complete ‘FIT RESILIENT SIDE BEARER POCKETS TO 10 NO.
50 T PACKAGE BEARING TYPE (NOT CONVERTED) RIDE CONTROL BOGIES
FOR TESTING VERTICAL ISOLATION PADS. BOGIES ARE TO BE ASSEMBLED
AT ONE SPOT DRY CREEK WITHOUT RESILIENT SIDE BEARERS INSTALLED.
CONTACT FOR THIS PROJECT IS W. CLIFT S.T.O. R/STOCK DESIGN EXT. 4163.
AQMX TO BE SELECTED - RECLASSIFY TO ‘AQMF‘. (RS4457)’. New class:
‘AQMF’.
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16.11.1989 Repair ‘HANDRAILS’.
16.11.1989 Repair ‘HANDRAILS’.
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2371 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BEARERS’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘BRAKE LEVER’.
20.09.1990 Repair ‘BRANCH PIPE’.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘TRAIN PIPE (END)’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BEARERS’.
22.10.1990 Repair ‘SIDE BEARER’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE ADAPTER’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
17.12.1990 Alteration ‘STENCIL WAGONS ‘ADELAIDE TO ALICE SPRINGS ONLY’

DUE TO VERTICAL ISOLATION PADS FITTED TO BOGIES. STENCIL ‘VIP TEST
BOGIE’ ON SIDE FRAMES ABOVE SPRING NESTS. AQMF 2778, 2371, 4240.
(RS4559)’.

14.01.1991 Alteration complete ‘RECLASSIFY AQMF 2371 AND AQMF 4240 TO AQSY.
AQMF 2371 & 4240. (RS4670)’. New class: ‘AQSY’.

13.03.1991 Repair ‘HANDRAILS’.
13.03.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQSY 2371 Y’
20.03.1991 Repair ‘HANDRAILS’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2371 Y’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.06.1992 Repair ‘YOKE COMPLETE’.
26.06.1992 Repair ‘YOKE COMPLETE’.
26.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2371 Y’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.11.1992 Repair ‘BOGIE ADAPTER’.
03.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
03.11.1992 Repair ‘VEHICLE RECLASSIFY’.
03.11.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2371 Y’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1992 Repair ‘VEHICLE COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
10.01.1993 Repair ‘HANDRAILS END’.
10.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2371 Y’
23.01.1993 Repair ‘HANDRAILS’.
23.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2371 Y’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2371 Y’
28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1993 Repair ‘BRAKE BLOCK RB95’.
28.08.1993 Repair ‘BRAKE PULL ROD’.
28.08.1993 Repair ‘TWIST LOCK’.
28.08.1993 Repair ‘VEHICLE COMPLETE’.
28.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘WHEEL SET’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
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15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2371 Y’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2371 Y’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2371 Y’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2371 Y’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.02.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2372

Details: wagon ‘RQKY 2372 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.07.1996
Last Lift: 11.10.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.12.1989 Repair ‘SIDE BEARER’.
26.12.1989 Repair ‘STEP’.
26.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘END BOARDS’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.09.1990 Repair ‘BODY COMPLETE’.
17.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
18.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2372 A’
08.11.1990 Repair ‘HANDRAILS END’.
08.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2372 A’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.10.1991 Repair ‘END SILL’.
23.10.1991 Repair ‘HANDRAILS’.
23.10.1991 Repair ‘HANDRAILS END’.
23.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2372 A’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BEARERS’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘END COMPLETE’.
24.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2372 A’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘TWIST LOCK’.
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29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
13.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
15.03.1992 Repair ‘BRAKE BLOCK RB95’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘TRAIN PIPE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘AIR RESERVOIRS’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘TWIST LOCK’.
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17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘END BRAKE COCK’.
09.07.1992 Repair ‘STEP’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BRAKE BLOCK RB95’.
03.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.03.1993 Repair ‘COUPLER KNUCKLE’.
03.03.1993 Repair ‘EMPTY LOAD VALVE’.
03.03.1993 Repair ‘GRADE CONTROL VALVE’.
03.03.1993 Repair ‘STANCHION’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BEARERS’.
23.06.1993 Repair ‘BOGIE BEARERS’.
23.06.1993 Repair ‘BOGIE SPRING PLATES’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘HANDRAILS END’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
06.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1993 Repair ‘VEHICLE COMPLETE’.
06.11.1993 Repair ‘WHEEL SET’.
06.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
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25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2372 A’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2372 A’
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2372 A’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.11.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2373

Details: wagon ‘RQKY 2373 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 05.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.10.1996
Last Triple Valve: 11.06.1992
Last Brake Cylinder: 25.09.1992
Last Single Car Test: 25.09.1992
Last Lift: 21.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2373 J’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Repair ‘CARD OR CLIP HOLDER’.
14.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2373 J’
16.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘BRAKE PULL ROD’.
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03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
12.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
25.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1990 Repair ‘BRAKE BLOCK RB95’.
25.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2373 J’
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
08.02.1991 Repair ‘TWIST LOCK’.
08.02.1991 Repair ‘TWIST LOCK’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘GRADE CONTROL VALVE’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘WHEEL SET’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
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‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1991 Repair ‘COUPLER KNUCKLE’.
03.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘TRAIN PIPE (END)’.
17.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2373 J’
02.10.1991 Repair ‘TWIST LOCK’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE BLOCK RB95’.
11.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2373 J’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
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17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘WHEEL SET’.
05.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2373 J’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘COUPLER KNUCKLE’.
22.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
22.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.05.1992 Repair ‘DOOR COMPLETE’.
22.05.1992 Repair ‘EMPTY LOAD VALVE’.
22.05.1992 Repair ‘GRADE CONTROL VALVE’.
22.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘AIR RESERVOIRS’.
11.06.1992 Repair ‘BRANCH PIPE’.
11.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2373 J’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BEARINGS’.
21.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘BRAKE LEVER’.
21.09.1992 Repair ‘BRANCH PIPE’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Repair ‘HANDRAILS END’.
21.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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21.09.1992 Repair ‘STEP’.
21.09.1992 Repair ‘TRAIN PIPE (END)’.
21.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2373 J’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE BLOCK OTHER’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
09.02.1993 Repair ‘HANDRAILS’.
09.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
11.03.1993 Repair ‘TWIST LOCK’.
11.03.1993 Repair ‘TWIST LOCK’.
11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘BRAKE BLOCK RB101’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Repair ‘EMPTY LOAD VALVE’.
07.10.1993 Repair ‘GRADE CONTROL VALVE’.
07.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘WHEEL SET’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2373 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2373 J’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2373 J’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.10.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2375

Details: wagon ‘RQKY 2375 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $12360
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 08.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.10.1995
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 17.02.1993
Last Single Car Test: 20.04.1989
Last Lift: 30.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2375 E’
10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1990 Repair ‘BRAKE PULL ROD’.
10.02.1990 Repair ‘COUPLER KNUCKLE’.
10.02.1990 Repair ‘EMPTY LOAD VALVE’.
10.02.1990 Repair ‘GRADE CONTROL VALVE’.
10.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘VEHICLE RETARE’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
17.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2375 E’
18.07.1990 Repair ‘END HOSE’.
18.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2375 E’
31.08.1990 Repair ‘STEP’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
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05.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BEARERS’.
08.05.1992 Repair ‘TRAIN PIPE (END)’.
08.05.1992 Repair ‘VEHICLE RECLASSIFY’.
08.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2375 E’
02.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1992 Repair ‘WHEEL SET’.
02.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
12.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BEARINGS’.
25.11.1992 Repair ‘BRAKE BLOCK RB95’.
25.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1992 Repair ‘CARD OR CLIP HOLDER’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
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17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘COUPLER KNUCKLE’.
17.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.02.1993 Repair ‘EMPTY LOAD VALVE’.
17.02.1993 Repair ‘GRADE CONTROL VALVE’.
17.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1993 Repair ‘TWIST LOCK’.
03.05.1993 Repair ‘WHEEL SET’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘BOGIE BOLSTER’.
03.07.1993 Repair ‘BOGIE BOLSTER’.
03.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘BRAKE BLOCK RB95’.
03.07.1993 Repair ‘TOP CENTRE PLATE’.
03.07.1993 Repair ‘TOP CENTRE PLATE’.
03.07.1993 Repair ‘VEHICLE COMPLETE’.
03.07.1993 Repair ‘VEHICLE COMPLETE’.
03.07.1993 Repair ‘WHEEL SET’.
03.07.1993 Repair ‘WHEEL SET’.
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘COUPLER KNUCKLE’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘STRIKING CASTING’.
14.08.1993 Repair ‘TWIST LOCK’.
14.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
14.11.1993 Repair ‘TWIST LOCK’.
14.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2375 E’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2375 E’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2378

Details: wagon ‘RQKY 2378 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.04.1996
Due Triple Valve: 01.09.1987
Last Triple Valve: 28.08.1990
Last Lift: 23.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.09.1989 Repair ‘HANDRAILS END’.
02.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2378 X’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1989 Repair ‘BRAKE PULL ROD’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘EMPTY LOAD VALVE’.
03.10.1989 Repair ‘GRADE CONTROL VALVE’.
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
06.08.1990 Repair ‘STEP’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQSY 2378 X’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘HANDRAILS’.
20.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2378 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

14.05.1991 Repair ‘STEP’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2378 X’
19.08.1991 Repair ‘STEP’.
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2378 X’
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18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BEARERS’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1991 Repair ‘END COMPLETE’.
18.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1991 Repair ‘TRAIN PIPE’.
18.09.1991 Repair ‘WHEEL SET’.
18.09.1991 Repair ‘YOKE COMPLETE’.
18.09.1991 Repair ‘YOKE PIN’.
18.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2378 X’
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2378 X’
15.11.1991 Repair ‘TWIST LOCK’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
24.12.1991 Repair ‘TWIST LOCK’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2378 X’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRAKE PULL ROD’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2378 X’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.
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08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘AIR RESERVOIRS’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘WHEEL SET’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
18.09.1992 Repair ‘HANDRAILS END’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘WHEEL SET’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
18.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1993 Repair ‘BRAKE PULL ROD’.
18.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2378 X’
24.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
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24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2378 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2378 X’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2379

Details: wagon ‘RQKY 2379 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 03.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.10.1996
Due Triple Valve: 11.11.1992
Last Brake Cylinder: 27.05.1992
Last Single Car Test: 26.01.1993
Last Lift: 01.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.01.1990 Repair ‘HANDRAILS END’.
07.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
27.02.1990 Repair ‘BOGIE COMPLETE’.
27.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.05.1990 Repair ‘HANDRAILS END’.
25.05.1990 Repair ‘STEP’.
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
07.07.1990 Repair ‘HANDRAILS’.
07.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
09.07.1990 Repair ‘HANDRAILS END’.
09.07.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQSY 2379 R’
15.07.1990 Repair ‘VEHICLE STENCILS’.
15.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

07.02.1991 Repair ‘BRANCH PIPE’.
07.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘HANDRAILS’.
13.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE STENCILS’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
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28.02.1991 Repair ‘STEP’.
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BOGIE BEARERS’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.11.1991 Repair ‘HANDRAILS END’.
11.11.1991 Repair ‘SIDE BEARER’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Repair ‘VEHICLE RECLASSIFY’.
11.11.1991 Repair ‘VEHICLE STENCILS’.
11.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2379 R’
17.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COUPLER KNUCKLE’.
05.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
16.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
21.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
26.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
15.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

17827



2. TIMS GROUP INFORMATION - WAGONS

15.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.05.1992 Repair ‘BRAKE LEVER’.
15.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Repair ‘VEHICLE STENCILS’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BRAKE LEVER’.
02.07.1992 Repair ‘BRAKE PULL ROD’.
02.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE SPRING’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BOLSTER’.
08.09.1992 Repair ‘BOGIE BOLSTER’.
08.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.09.1992 Repair ‘SIDE BEARER’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
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08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BEARINGS’.
26.10.1992 Repair ‘BRAKE BLOCK RB95’.
26.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.10.1992 Repair ‘CENTRE SILL’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘GRADE CONTROL VALVE’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘VEHICLE COMPLETE’.
26.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2379 R’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BOLSTER’.
30.03.1993 Repair ‘BOGIE SPRING’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
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30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘WHEEL SET’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
07.11.1993 Repair ‘END HOSE’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2379 R’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘WHEEL SET’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2379 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2379 R’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 2379 R’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.05.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2380

Details: wagon ‘RQKY 2380 G’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 29.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.11.1995
Due Triple Valve: 01.02.1994
Last Brake Cylinder: 07.12.1992
Last Single Car Test: 28.09.1992
Last Lift: 20.04.1983
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE BEARERS’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1989 Repair ‘VEHICLE RECLASSIFY’.
16.08.1989 Repair ‘VEHICLE STENCILS’.
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16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
15.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘BRAKE PULL ROD’.
15.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BRAKE LEVER’.
18.01.1990 Repair ‘BRAKE PULL ROD’.
18.01.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.01.1990 Repair ‘GRADE CONTROL VALVE’.
18.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘BRAKE BLOCK RB95’.
11.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1990 Repair ‘TWIST LOCK’.
11.06.1990 Repair ‘TWIST LOCK’.
11.06.1990 Repair ‘TWIST LOCK’.
11.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
21.07.1990 Repair ‘BRAKE BLOCK RB95’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1990 Repair ‘WHEEL SET’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2380 N’
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘BRANCH PIPE’.
20.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘BRAKE BLOCK RB95’.
26.04.1991 Repair ‘TWIST LOCK’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
15.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1991 Repair ‘BRAKE BLOCK RB95’.
15.06.1991 Repair ‘BRAKE PULL ROD’.
15.06.1991 Repair ‘COUPLER KNUCKLE’.
15.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1991 Repair ‘TWIST LOCK’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
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15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘WHEEL SET’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘BRAKE PULL ROD’.
25.09.1992 Repair ‘CARD OR CLIP HOLDER’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2380 N’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2380 N’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BEARERS’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘EMPTY LOAD VALVE’.
26.03.1993 Repair ‘GRADE CONTROL VALVE’.
26.03.1993 Repair ‘LADDER’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘WHEEL SET’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
12.07.1993 Repair ‘TWIST LOCK’.
12.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2380 N’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘BOGIE COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2380 N’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2381

Details: wagon ‘RQKY 2381 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 29.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.06.1996
Last Triple Valve: 07.11.1991
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 04.07.1989
Last Lift: 28.07.1980
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.12.1989 Repair ‘STEP’.
16.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2381 W’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Repair ‘SIDE BEARER CLEARANCE’.
21.12.1989 Repair ‘STEP’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘WEAR PLATES & SADDLES’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

05.11.1991 Repair ‘HANDRAILS’.
05.11.1991 Repair ‘HANDRAILS END’.
05.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2381 W’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BEARERS’.
07.11.1991 Repair ‘BOGIE COMPLETE’.
07.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.11.1991 Repair ‘END COMPLETE’.
07.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1991 Repair ‘VEHICLE RECLASSIFY’.
07.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2381 W’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.01.1992 Repair ‘TRAIN PIPE (END)’.
10.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2381 W’
23.01.1992 Repair ‘HANDRAILS’.
23.01.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2381 W’
10.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
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11.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE BLOCK RB101’.
08.07.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.07.1992 Repair ‘BRAKE LEVER’.
08.07.1992 Repair ‘BRAKE PIN’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘END HOSE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘STANCHION’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
03.05.1993 Repair ‘STEP’.
03.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
08.08.1993 Repair ‘TWIST LOCK’.
08.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘TWIST LOCK’.
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27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
05.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2381 W’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2381 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2381 W’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.10.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2382

Details: wagon ‘RQKY 2382 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.06.1996
Last Triple Valve: 16.11.1990
Last Brake Cylinder: 06.05.1992
Last Single Car Test: 06.05.1992
Last Lift: 24.12.1981
Cont Connector Type:] P
Cont Max Slots: 3

26.09.1984 Alteration complete ‘FIT (4) FOUR NO. 1435MM GAUGE BK BOGIES (50T)
WITH ‘LORD’ L-C PADS ONLY AND (4) FOUR NO. 1435MM GAUGE BK BOGIES
(50T) WITH ‘LORD’ L-C PADS AND ‘STUCKI’ CONSTANT CONTACT SIDE
BEARERS FOR TRIAL PURPOSES UNDER ‘AQMX’ FLAT WAGONS
RECLASSIFIED TO ‘AQMY‘. (BOLSTER PART NO. B797). AQMY 4301 (RS4000)’.
New class: ‘AQMY’.

15.01.1988 Alteration complete ‘RECLASSIFY AQMY TO AQMF - REFER RS4231
(RS3056)’. New class: ‘AQMF’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2382 X’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
14.10.1989 Repair ‘HANDRAILS END’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2382 X’
22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2382 X’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘TWIST LOCK’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
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23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.01.1990 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2382 X’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘WHEEL SET’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BRAKE BLOCK RB95’.
23.04.1990 Repair ‘BRAKE LEVER’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB101’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
21.02.1991 Repair ‘BOGIE BEARINGS’.
21.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
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‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1991 Repair ‘TWIST LOCK’.
24.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1991 Repair ‘TWIST LOCK’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BRAKE BLOCK RB95’.
10.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2382 X’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BRAKE PULL ROD’.
07.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.04.1992 Repair ‘VEHICLE STENCILS’.
07.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2382 X’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘BOGIE COMPLETE’.
11.06.1992 Repair ‘TWIST LOCK’.
11.06.1992 Repair ‘VEHICLE COMPLETE’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘END BRAKE COCK’.
08.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2382 X’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘TRAIN PIPE’.
14.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2382 X’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARERS’.
27.10.1992 Repair ‘BOGIE COMPLETE’.
27.10.1992 Repair ‘END BRAKE COCK’.
27.10.1992 Repair ‘SIDE BEARER’.
27.10.1992 Repair ‘VEHICLE RECLASSIFY’.
27.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2382 X’
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18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2382 X’

05.12.1992 Repair ‘STEP’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2382 X’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘AXLEBOX’.
06.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
06.09.1993 Repair ‘BOGIE SIDEFRAME’.
06.09.1993 Repair ‘BOGIE WEAR PLATES’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘GRADE CONTROL VALVE’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
17.10.1993 Repair ‘TWIST LOCK’.
17.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘WHEEL SET’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘BRANCH PIPE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘EMPTY LOAD VALVE’.
09.12.1993 Repair ‘GRADE CONTROL VALVE’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘STANCHION’.
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09.12.1993 Repair ‘STANCHION’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
16.12.1993 Repair ‘BRAKE PIN’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2382 X’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE RECLASSIFY’.
06.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2382 X’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
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06.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2383

Details: wagon ‘RQKY 2383 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 07.09.1996
Last Brake Cylinder: 03.10.1992
Last Single Car Test: 13.10.1988
Last Lift: 18.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BEARERS’.
03.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.08.1989 Repair ‘BOGIE COMPLETE’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘SHUNT PAD’.
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03.08.1989 Repair ‘TWIST LOCK’.
03.08.1989 Repair ‘TWIST LOCK’.
03.08.1989 Repair ‘VEHICLE STENCILS’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
19.08.1989 Repair ‘HANDRAILS END’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2383 R’
16.09.1989 Repair ‘BRAKE LEVER’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2383 R’
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BRAKE BLOCK RB95’.
22.02.1990 Repair ‘COUPLER COMPLETE’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
14.08.1990 Repair ‘STEP’.
14.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.08.1990 Repair ‘BOGIE COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Repair ‘TRAIN PIPE’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
24.08.1990 Repair ‘WHEEL SET’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1990 Repair ‘BRANCH PIPE’.
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25.10.1990 Repair ‘STEP’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘VEHICLE COMPLETE’.
25.10.1990 Repair ‘WHEEL SET’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.05.1991 Repair ‘BRAKE BLOCK RB95’.
18.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘COUPLER KNUCKLE’.
24.06.1991 Repair ‘EMPTY LOAD VALVE’.
24.06.1991 Repair ‘GRADE CONTROL VALVE’.
24.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE PULL ROD’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
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21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BRANCH PIPE’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘END BRAKE COCK’.
02.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘WHEEL SET’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Repair ‘VEHICLE STENCILS’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1993 Repair ‘BRAKE BLOCK RB95’.
07.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
17.07.1993 Repair ‘TWIST LOCK’.
17.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2383 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2383 R’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2383 R’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.01.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2385

Details: wagon ‘RQKY 2385 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 05.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.10.1996
Last Brake Cylinder: 01.05.1992
Last Single Car Test: 18.07.1989
Last Lift: 01.12.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE WEAR PLATES’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘END HOSE’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2385 M’
10.07.1989 Repair ‘TWIST LOCK’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘BRAKE PIN’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
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02.08.1989 Repair ‘BRANCH PIPE’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1990 Repair ‘STRIKING CASTING’.
30.07.1990 Repair ‘TWIST LOCK’.
30.07.1990 Repair ‘TWIST LOCK’.
30.07.1990 Repair ‘TWIST LOCK’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE BEARERS’.
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10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘BRAKE PULL ROD’.
10.04.1991 Repair ‘CARD OR CLIP HOLDER’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘EMPTY LOAD VALVE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘SIDE BEARER’.
10.04.1991 Repair ‘TWIST LOCK’.
10.04.1991 Repair ‘VEHICLE RECLASSIFY’.
10.04.1991 Repair ‘VEHICLE STENCILS’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘EMPTY LOAD VALVE’.
28.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘EMPTY LOAD VALVE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Repair ‘STRIKING CASTING’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘WHEEL SET’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE FRICTION WEDGE’.
06.01.1992 Repair ‘BRAKE BLOCK RB95’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1992 Repair ‘COUPLER KNUCKLE’.
01.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘BRANCH PIPE’.
02.09.1992 Repair ‘EMPTY LOAD VALVE’.
02.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
05.04.1993 Repair ‘HANDRAILS END’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2385 M’
04.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1993 Repair ‘BOGIE COMPLETE’.
04.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.09.1993 Repair ‘BRAKE BLOCK RB95’.
04.09.1993 Repair ‘BRANCH PIPE’.
04.09.1993 Repair ‘COUPLER KNUCKLE’.
04.09.1993 Repair ‘EMPTY LOAD VALVE’.
04.09.1993 Repair ‘GRADE CONTROL VALVE’.
04.09.1993 Repair ‘TWIST LOCK’.
04.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRANCH PIPE’.
06.10.1993 Repair ‘HOSE FITTINGS’.
06.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2385 M’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1993 Repair ‘BRAKE CONTROL PIPE’.
21.10.1993 Repair ‘COUPLER COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2385 M’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2385 M’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2688

Details: wagon ‘RQKY 2688 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 27.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.02.1996
Due Triple Valve: 26.06.1988
Last Triple Valve: 28.08.1990
Last Brake Cylinder: 10.08.1990
Last Single Car Test: 27.07.1993
Last Lift: 10.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2688 G’
06.10.1989 Repair ‘STEP’.
06.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘STANCHION’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘VEHICLE RETARE’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2688 G’
20.07.1990 Repair ‘BRAKE BLOCK RB95’.
20.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BEARINGS’.
10.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘BRAKE LEVER’.
10.08.1990 Repair ‘BRAKE PULL ROD’.
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10.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1990 Repair ‘STANCHION’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2688 G’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2688 G’
26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
22.02.1991 Repair ‘END HOSE’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
04.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
12.08.1991 Repair ‘BOGIE COMPLETE’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2688 G’
19.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2688 G’
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.01.1993 Repair ‘BRAKE LEVER’.
15.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.01.1993 Repair ‘COUPLER KNUCKLE’.
15.01.1993 Repair ‘TWIST LOCK’.
15.01.1993 Repair ‘TWIST LOCK’.
15.01.1993 Repair ‘TWIST LOCK’.
15.01.1993 Repair ‘WHEEL SET’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2688 G’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘END BRAKE COCK’.
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26.07.1993 Repair ‘END HOSE’.
26.07.1993 Repair ‘TRAIN PIPE (END)’.
26.07.1993 Repair ‘TRAIN PIPE’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2688 G’
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2688 G’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

15.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2689

Details: wagon ‘RQKY 2689 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 19.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.08.1995
Last Triple Valve: 04.06.1993
Last Brake Cylinder: 21.07.1992
Last Single Car Test: 04.06.1993
Last Lift: 10.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
18.08.1989 Repair ‘STEP’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2689 P’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
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09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘WHEEL SET’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1990 Repair ‘WHEEL SET’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
19.10.1990 Repair ‘BOGIE BEARINGS’.
19.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
21.04.1991 Repair ‘BRAKE BLOCK RB95’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
01.05.1991 Repair ‘STEP’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.05.1992 Repair ‘TRAIN PIPE (END)’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
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21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2689 P’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1992 Repair ‘EMPTY LOAD VALVE’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘WHEEL SET’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BEARINGS’.
13.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘ISOLATING COCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
08.10.1992 Repair ‘STEP’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE LEVER’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.06.1993 Repair ‘VEHICLE COMPLETE’.
04.06.1993 Repair ‘WHEEL SET’.
04.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2689 P’
09.06.1993 Repair ‘HANDRAILS END’.
09.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2689 P’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
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AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.
17.12.1993 Repair ‘STEP’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2689 P’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2689 P’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2689 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2689 P’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘BOGIE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2690

Details: wagon ‘RQKY 2690 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 27.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.05.1996
Last Brake Cylinder: 22.02.1991
Last Single Car Test: 30.07.1991
Last Lift: 26.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2690 L’
07.10.1989 Repair ‘BRAKE BLOCK RB95’.
07.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘WHEEL SET’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
11.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘BRAKE PULL ROD’.
12.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
30.08.1990 Repair ‘HANDRAILS’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
02.10.1990 Repair ‘BOGIE BEARINGS’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BRAKE BLOCK RB95’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘EMPTY LOAD VALVE’.
04.10.1990 Repair ‘GRADE CONTROL VALVE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
24.01.1991 Repair ‘STEP’.
24.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
03.02.1991 Repair ‘BRAKE BLOCK RB95’.
03.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘WHEEL SET’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
02.07.1991 Repair ‘BRAKE BLOCK RB95’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2690 L’
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18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMP 2690 L’

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TRAIN PIPE (END)’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
26.02.1992 Repair ‘EMPTY LOAD VALVE’.
26.02.1992 Repair ‘GRADE CONTROL VALVE’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
16.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
22.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
22.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMP 2690 L’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
14.08.1992 Repair ‘STEP’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BRAKE LEVER’.
03.12.1992 Repair ‘BRAKE PULL ROD’.
03.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
22.04.1993 Repair ‘HANDRAILS’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

21.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2690 L’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
28.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
28.01.1994 Repair ‘BRAKE LEVER’.
28.01.1994 Repair ‘CARD OR CLIP HOLDER’.
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28.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
28.01.1994 Repair ‘EMPTY LOAD VALVE’.
28.01.1994 Repair ‘GRADE CONTROL VALVE’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Repair ‘STANCHION’.
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2690 L’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2690 L’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2690 L’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2690 L’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2690 L’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.10.1995 Repair ‘VEHICLE COMPLETE’.
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27.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2691

Details: wagon ‘RQKY 2691 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 15.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.09.1996
Due Triple Valve: 04.03.1990
Last Triple Valve: 18.08.1993
Last Brake Cylinder: 11.10.1991
Last Single Car Test: 19.01.1994
Last Lift: 19.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘STEP’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘YOKE CARRIER’.
03.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2691 F’
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2691 F’
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
20.05.1990 Repair ‘BRAKE BLOCK RB95’.
20.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
11.02.1991 Repair ‘BRAKE BLOCK RB95’.
11.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BRAKE BLOCK RB101’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
15.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1991 Repair ‘EMPTY LOAD VALVE’.
15.06.1991 Repair ‘GRADE CONTROL VALVE’.
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15.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1991 Repair ‘WHEEL SET’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
01.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
01.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1991 Repair ‘BRAKE LEVER’.
11.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘WHEEL SET’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2691 F’
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
06.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1993 Repair ‘BOGIE COMPLETE’.
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09.12.1993 Repair ‘BRAKE LEVER’.
09.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘VEHICLE COMPLETE’.
09.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2691 F’
19.01.1994 Repair ‘VEHICLE RECLASSIFY’.
19.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2691 F’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2691 F’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2691 F’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.09.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
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19.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2692

Details: wagon ‘RQKY 2692 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 01.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.08.1996
Last Triple Valve: 08.11.1990
Last Brake Cylinder: 24.09.1993
Last Single Car Test: 28.06.1988
Last Lift: 20.10.1981
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1990 Repair ‘BRAKE LEVER’.
09.07.1990 Repair ‘EMPTY LOAD VALVE’.
09.07.1990 Repair ‘GRADE CONTROL VALVE’.
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09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘WHEEL SET’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
24.05.1991 Repair ‘TWIST LOCK’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
02.09.1991 Repair ‘HANDRAILS’.
02.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
23.11.1991 Repair ‘TWIST LOCK’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
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17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
23.12.1991 Repair ‘TWIST LOCK’.
23.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
30.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2692 G’
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1992 Repair ‘BRAKE BLOCK RB95’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Repair ‘WHEEL SET’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
13.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2692 G’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
24.09.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
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24.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1993 Repair ‘WHEEL SET’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

05.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2692 G’
07.11.1993 Repair ‘STEP’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2692 G’
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2692 G’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2692 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2692 G’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.02.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2693

Details: wagon ‘RQKY 2693 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 23.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.10.1996
Due Triple Valve: 04.11.1996
Last Triple Valve: 16.11.1990
Last Brake Cylinder: 22.07.1991
Last Single Car Test: 29.08.1989
Last Lift: 22.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE PULL ROD’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘HANDRAILS END’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘STEP’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2693 P’
03.09.1989 Repair ‘HANDRAILS END’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2693 P’
09.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
11.02.1990 Repair ‘STEP’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2693 P’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2693 P’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2693 P’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Repair ‘WHEEL SET’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRANCH PIPE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
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11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2693 P’

22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘EMPTY LOAD VALVE’.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
22.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘TWIST LOCK’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
31.08.1992 Repair ‘TWIST LOCK’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
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23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BOGIE BEARERS’.
20.01.1993 Repair ‘COUPLER KNUCKLE’.
20.01.1993 Repair ‘SIDE BEARER’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘VEHICLE COMPLETE’.
20.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
16.03.1993 Repair ‘STEP’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
22.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1993 Repair ‘COUPLER KNUCKLE’.
22.05.1993 Repair ‘EMPTY LOAD VALVE’.
22.05.1993 Repair ‘GRADE CONTROL VALVE’.
22.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1993 Repair ‘STANCHION’.
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Repair ‘WHEEL SET’.
22.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
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DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2693 P’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2693 P’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

15.12.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2694

Details: wagon ‘RQKY 2694 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 12.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
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BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 14.06.1996
Last Brake Cylinder: 28.04.1990
Last Single Car Test: 06.04.1990
Last Lift: 30.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘HANDRAILS END’.
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
23.02.1990 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRAKE BLOCK RB95’.
04.04.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2694 B’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
16.06.1990 Repair ‘BRAKE BLOCK RB95’.
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16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2694 B’

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘BRAKE LEVER’.
17.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘EMPTY LOAD VALVE’.
17.08.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BOGIE BEARINGS’.
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
05.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Repair ‘WHEEL SET’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘SIDE STEP’.
05.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘WHEEL SET’.
22.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
29.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1991 Repair ‘COUPLER KNUCKLE’.
29.06.1991 Repair ‘EMPTY LOAD VALVE’.
29.06.1991 Repair ‘GRADE CONTROL VALVE’.
29.06.1991 Repair ‘TWIST LOCK’.
29.06.1991 Repair ‘WHEEL SET’.
29.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
23.11.1991 Repair ‘TWIST LOCK’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK RB95’.
16.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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16.12.1991 Repair ‘COUPLER KNUCKLE’.
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BRAKE CONTROL PIPE’.
11.01.1994 Repair ‘EMPTY LOAD VALVE’.
11.01.1994 Repair ‘GRADE CONTROL VALVE’.
11.01.1994 Repair ‘HANDRAILS END’.
11.01.1994 Repair ‘TWIST LOCK’.
11.01.1994 Repair ‘TWIST LOCK’.
11.01.1994 Repair ‘TWIST LOCK’.
11.01.1994 Repair ‘TWIST LOCK’.
11.01.1994 Repair ‘WHEEL SET’.
11.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2694 B’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2694 B’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2694 B’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
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17.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.03.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2695

Details: wagon ‘RQKY 2695 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 18.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 31.05.1996
Last Triple Valve: 30.03.1990
Last Brake Cylinder: 16.07.1991
Last Single Car Test: 19.01.1993
Last Lift: 25.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2695 K’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘EMPTY LOAD VALVE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘HANDRAILS END’.
30.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
14.01.1991 Repair ‘BOGIE COMPLETE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
09.02.1991 Repair ‘BOGIE FRICTION WEDGE’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
08.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1991 Repair ‘COUPLER KNUCKLE’.
08.06.1991 Repair ‘EMPTY LOAD VALVE’.
08.06.1991 Repair ‘GRADE CONTROL VALVE’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BOLSTER’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
16.07.1991 Repair ‘BOGIE WEAR PLATES’.
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16.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE PULL ROD’.
11.10.1991 Repair ‘CARD OR CLIP HOLDER’.
11.10.1991 Repair ‘END BRAKE COCK’.
11.10.1991 Repair ‘TRAIN PIPE’.
11.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2695 K’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
11.03.1992 Repair ‘COUPLER KNUCKLE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2695 K’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2695 K’
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQMP 2695 K’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE COMPLETE’.
21.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
21.01.1993 Repair ‘GRADE CONTROL VALVE’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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10.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2695 K’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘TRAIN PIPE (END)’.
29.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2695 K’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘HANDRAILS END’.
03.11.1993 Repair ‘WHEEL SET’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2695 K’
09.11.1993 Repair ‘STEP’.
09.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2695 K’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2695 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AQMP 2695 K’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2696

Details: wagon ‘RQKY 2696 U’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 12.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: AD WR HS CM CN CH
Return to Service Date: 09.11.1996
Last Triple Valve: 31.07.1990
Last Brake Cylinder: 09.09.1991
Last Single Car Test: 30.07.1991
Last Lift: 01.05.1986
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2696 T’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘GRADE CONTROL VALVE’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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23.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘VEHICLE COMPLETE’.
23.09.1989 Repair ‘WHEEL SET’.
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2696 T’
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2696 T’
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRAKE BLOCK RB95’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2696 T’
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2696 T’
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘BRAKE BLOCK OTHER’.
15.12.1989 Repair ‘TRAIN PIPE (END)’.
15.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2696 T’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘WHEEL SET’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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22.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMP 2696 T’

31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.09.1990 Repair ‘TRAIN PIPE (END)’.
14.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2696 T’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1990 Repair ‘TRAIN PIPE (END)’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2696 T’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
10.01.1991 Repair ‘BRAKE BLOCK RB95’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
21.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
05.05.1991 Repair ‘TWIST LOCK’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2696 T’
18.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2696 T’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2696 T’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BEARINGS’.
12.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘COUPLER COMPLETE’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘EMPTY LOAD VALVE’.
18.09.1992 Repair ‘GRADE CONTROL VALVE’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
04.11.1992 Repair ‘VEHICLE COMPLETE’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
11.11.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
11.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2696 T’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2696 T’
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2696 T’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 4 NO. ‘RQKY’

AND 1 NO. ‘AQMP’ WAGON. REMOVE CENTRE PLATE & HUCK BOLT
STANDARD 300MM DIA. CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL
BOGIES WITH STUCKI RB-14/TCC4500 CCSB IN ACCORDANCE WITH MS
1122. RECLASSIFY AQMP2700 & 2710 TO RQKY2700 & 2710 (ALT. FORM
NRC023) RQKY 2345, 2351, 2696 & AQMP 2700, 2710. (RS4880)’.

12.09.1994 Repair ‘BOGIE BEARERS’.
12.09.1994 Repair ‘BOGIE BEARERS’.
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12.09.1994 Repair ‘BOGIE COMPLETE’.
12.09.1994 Repair ‘BOGIE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.03.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
13.10.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2697

Details: wagon ‘RQKY 2697 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 21.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 05.10.1996
Last Brake Cylinder: 09.12.1992
Last Single Car Test: 29.07.1993
Last Lift: 27.05.1983
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.
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08.09.1989 Repair ‘HANDRAILS’.
08.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2697 F’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2697 F’
17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2697 F’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BOGIE BOLSTER’.
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
10.09.1991 Repair ‘BOGIE SIDEFRAME’.
10.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2697 F’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2697 F’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2697 F’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2697 F’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘END HOSE’.
29.03.1993 Repair ‘VEHICLE COMPLETE’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2697 F’
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2697 F’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2697 F’
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28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS
(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2697 F’
12.12.1993 Repair ‘BRAKE BLOCK RB95’.
12.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2697 F’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2697 F’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2697 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2697 F’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.10.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2699

Details: wagon ‘RQKY 2699 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 13.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 20.10.1995
Last Triple Valve: 27.11.1990
Last Brake Cylinder: 12.02.1993
Last Lift: 15.02.1983
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.08.1989 Repair ‘WHEEL SET’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1989 Repair ‘BRAKE BLOCK OTHER’.
23.11.1989 Repair ‘BRAKE PULL ROD’.
23.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Repair ‘STEP’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BOGIE SIDEFRAME’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘WHEEL SET’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BEARINGS’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘BRAKE PULL ROD’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1990 Repair ‘TRAIN PIPE’.
27.11.1990 Repair ‘TWIST LOCK’.
27.11.1990 Repair ‘TWIST LOCK’.
27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘TRAIN PIPE’.
07.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2699 A’
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘BRAKE LEVER’.
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15.12.1990 Repair ‘BRAKE PULL ROD’.
15.12.1990 Repair ‘COUPLER KNUCKLE’.
15.12.1990 Repair ‘EMPTY LOAD VALVE’.
15.12.1990 Repair ‘GRADE CONTROL VALVE’.
15.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1990 Repair ‘WHEEL SET’.
15.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.01.1991 Repair ‘EMPTY LOAD VALVE’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1991 Repair ‘TWIST LOCK’.
16.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
02.09.1991 Repair ‘HANDRAILS’.
02.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Repair ‘WHEEL SET’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE PULL ROD’.
15.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2699 A’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
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20.07.1992 Repair ‘WHEEL SET’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘CARD OR CLIP HOLDER’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘EMPTY LOAD VALVE’.
07.10.1992 Repair ‘GRADE CONTROL VALVE’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
09.12.1992 Repair ‘VEHICLE COMPLETE’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
21.01.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BOLSTER’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BEARINGS’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2699 A’
01.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE ADAPTER’.
31.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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31.01.1994 Repair ‘BRAKE PULL ROD’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Repair ‘WHEEL SET’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2699 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2699 A’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2699 A’
11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘AQMP 2699 A’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘BRAKE PULL ROD’.
06.10.1994 Repair ‘BRAKE PULL ROD’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2700

Details: wagon ‘RQKY 2700 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 28.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC HS AD CM CN CH
Return to Service Date: 30.03.1996
Last Brake Cylinder: 23.06.1989
Last Single Car Test: 29.06.1989
Last Lift: 11.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘STEP’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘TOP CENTRE PLATE’.
21.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2700 P’
30.01.1991 Repair ‘BRAKE BLOCK RB95’.
30.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
03.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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03.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2700 P’

19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1991 Repair ‘COUPLER KNUCKLE’.
19.09.1991 Repair ‘TOP CENTRE PLATE’.
19.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2700 P’
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘EMPTY LOAD VALVE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Repair ‘VEHICLE STENCILS’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
15.02.1992 Repair ‘TWIST LOCK’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
06.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1992 Repair ‘BRAKE BLOCK RB95’.
06.06.1992 Repair ‘COUPLER KNUCKLE’.
06.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.06.1992 Repair ‘EMPTY LOAD VALVE’.
06.06.1992 Repair ‘GRADE CONTROL VALVE’.
06.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1992 Repair ‘TWIST LOCK’.
06.06.1992 Repair ‘TWIST LOCK’.
06.06.1992 Repair ‘TWIST LOCK’.
06.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘EMPTY LOAD VALVE’.
22.09.1992 Repair ‘GRADE CONTROL VALVE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2700 P’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
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10.03.1993 Repair ‘STRIKING CASTING’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
15.04.1993 Repair ‘HANDRAILS’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
05.05.1993 Repair ‘TWIST LOCK’.
05.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘WHEEL SET’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE COMPLETE’.
16.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BEARERS’.
03.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘SIDE BEARER’.
03.11.1993 Repair ‘TWIST LOCK’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2700 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
02.09.1994 Alteration ‘REMOVE ALIGNED BOGIES FROM 4 NO. ‘RQKY’ AND 1 NO.
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‘AQMP’ WAGON. REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300MM
DIA. CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC4500 CCSB IN ACCORDANCE WITH MS 1122. RECLASSIFY
AQMP2700 & 2710 TO RQKY2700 & 2710 (ALT. FORM NRC023) RQKY 2345, 2351,
2696 & AQMP 2700, 2710. (RS4880)’.

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2700 P’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

31.01.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2702

Details: wagon ‘RQKY 2702 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 28.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 52 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.10.1995
Due Triple Valve: 25.11.1993
Last Triple Valve: 06.02.1993
Last Brake Cylinder: 14.02.1991
Last Single Car Test: 15.04.1994
Last Lift: 17.12.1980
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.07.1989 Repair ‘BRAKE BLOCK RB95’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2702 S’
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BRAKE BLOCK RB95’.
21.07.1989 Repair ‘WHEEL SET’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
23.09.1989 Repair ‘VEHICLE COMPLETE’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘WHEEL SET’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
20.12.1989 Repair ‘STEP’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2702 S’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘BRAKE LEVER’.
12.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘EMPTY LOAD VALVE’.
12.07.1990 Repair ‘END BRAKE COCK’.
12.07.1990 Repair ‘END HOSE’.
12.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’

17904



2.709. Wagon classification starting with ‘RQK’

29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2702 S’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘WHEEL SET’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BRANCH PIPE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BOGIE COMPLETE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
05.05.1991 Repair ‘HANDRAILS’.
05.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2702 S’
16.05.1991 Repair ‘BOGIE SPRING’.
16.05.1991 Repair ‘BOGIE SPRING’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2702 S’
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2702 S’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRAKE PULL ROD’.
12.06.1991 Repair ‘BRAKE PULL ROD’.
12.06.1991 Repair ‘END BRAKE COCK’.
12.06.1991 Repair ‘END BRAKE COCK’.
12.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2702 S’
12.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2702 S’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
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26.07.1991 Repair ‘WHEEL SET’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
29.07.1991 Repair ‘WHEEL SET’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘TRAIN PIPE (END)’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘VEHICLE COMPLETE’.
28.02.1992 Repair ‘WHEEL SET’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘WHEEL SET’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.05.1992 Repair ‘COUPLER KNUCKLE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘WHEEL SET’.
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14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘EMPTY LOAD VALVE’.
14.07.1992 Repair ‘GRADE CONTROL VALVE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
24.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘EMPTY LOAD VALVE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘TRAIN PIPE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
06.02.1993 Repair ‘TWIST LOCK’.
06.02.1993 Repair ‘TWIST LOCK’.
06.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRAKE BLOCK RB95’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘EMPTY LOAD VALVE’.
26.07.1993 Repair ‘GRADE CONTROL VALVE’.
26.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
01.09.1993 Repair ‘BOGIE BOLSTER’.
01.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2702 S’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2702 S’
06.03.1994 Repair ‘BOGIE COMPLETE’.
06.03.1994 Repair ‘VEHICLE RECLASSIFY’.
06.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2702 S’
16.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1994 Repair ‘BRAKE BLOCK RB95’.
16.03.1994 Repair ‘EMPTY LOAD VALVE’.
16.03.1994 Repair ‘END BRAKE COCK’.
16.03.1994 Repair ‘END HOSE’.
16.03.1994 Repair ‘GRADE CONTROL VALVE’.
16.03.1994 Repair ‘HANDBRAKE HANDLE’.
16.03.1994 Repair ‘SIDE BEARER’.
16.03.1994 Repair ‘TRAIN PIPE (END)’.
16.03.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2702 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQSY 2702 S’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2703

Details: wagon ‘RQKY 2703 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 16.08.1974
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: WR AD CZ
Return to Service Date: 20.08.1996
Last Triple Valve: 05.10.1993
Last Brake Cylinder: 01.04.1992
Last Single Car Test: 05.10.1993
Last Lift: 28.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘HANDRAILS END’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘VEHICLE RECLASSIFY’.
10.08.1989 Repair ‘WHEEL SET’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
04.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2703 E’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
12.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
12.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
23.03.1990 Repair ‘BRAKE BLOCK RB95’.
23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘TRAIN PIPE’.
12.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2703 E’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
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19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘END BRAKE COCK’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘WHEEL SET’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
23.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
21.09.1990 Repair ‘BRAKE BLOCK RB95’.
21.09.1990 Repair ‘TRAIN PIPE (END)’.
21.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
21.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
02.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2703 E’
04.10.1990 Repair ‘BRAKE BLOCK RB95’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BOLSTER’.
11.12.1990 Repair ‘BOGIE FRICTION WEDGE’.
11.12.1990 Repair ‘BRAKE LEVER’.
11.12.1990 Repair ‘BRAKE PULL ROD’.
11.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1990 Repair ‘COUPLER KNUCKLE’.
11.12.1990 Repair ‘EMPTY LOAD VALVE’.
11.12.1990 Repair ‘GRADE CONTROL VALVE’.
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘WHEEL SET’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE BLOCK RB95’.
04.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Repair ‘TWIST LOCK’.
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04.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
13.08.1991 Repair ‘VEHICLE COMPLETE’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
04.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COUPLER KNUCKLE’.
11.09.1991 Repair ‘EMPTY LOAD VALVE’.
11.09.1991 Repair ‘GRADE CONTROL VALVE’.
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1991 Repair ‘BRAKE LEVER’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
11.10.1991 Repair ‘GRADE CONTROL VALVE’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘COUPLER KNUCKLE’.
22.01.1992 Repair ‘EMPTY LOAD VALVE’.
22.01.1992 Repair ‘GRADE CONTROL VALVE’.
22.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
06.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
24.02.1992 Repair ‘STEP’.
24.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2703 E’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BRAKE BLOCK OTHER’.
01.04.1992 Repair ‘BRAKE LEVER’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2703 E’
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
31.08.1992 Repair ‘TWIST LOCK’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
06.11.1992 Repair ‘CARD OR CLIP HOLDER’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2703 E’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1993 Repair ‘BRAKE BLOCK RB95’.
27.09.1993 Repair ‘BRAKE PULL ROD’.
27.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2703 E’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’

WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

11.10.1993 Repair ‘VEHICLE STENCILS’.
11.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2703 E’
14.03.1994 Repair ‘BOGIE COMPLETE’.
14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2703 E’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2703 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2703 E’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2704

Details: wagon ‘RQKY 2704 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 18.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.08.1996
Due Triple Valve: 01.10.1994
Last Triple Valve: 31.07.1990
Last Brake Cylinder: 27.09.1993
Last Single Car Test: 04.02.1991
Last Lift: 18.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘STANCHION’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘VEHICLE RETARE’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘WHEEL SET’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
16.01.1990 Repair ‘END HOSE’.
16.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRAKE LEVER’.
26.06.1990 Repair ‘EMPTY LOAD VALVE’.
26.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘COUPLER KNUCKLE’.
13.07.1990 Repair ‘EMPTY LOAD VALVE’.
13.07.1990 Repair ‘GRADE CONTROL VALVE’.
13.07.1990 Repair ‘WHEEL SET’.
13.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BRAKE PULL ROD’.
13.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘VEHICLE COMPLETE’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
26.08.1990 Repair ‘STEP’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2704 F’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘STEP’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘BRAKE LEVER’.
31.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘HITCH LOCK MECHANISM’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2704 F’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE SIDEFRAME’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘EMPTY LOAD VALVE’.
21.05.1991 Repair ‘GRADE CONTROL VALVE’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Repair ‘WHEEL SET’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
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01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2704 F’

30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
20.12.1991 Repair ‘STEP’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
30.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2704 F’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
28.08.1992 Repair ‘VEHICLE COMPLETE’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1993 Repair ‘BRAKE PULL ROD’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2704 F’
01.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
18.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1993 Repair ‘TWIST LOCK’.
18.09.1993 Repair ‘VEHICLE COMPLETE’.
18.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1993 Repair ‘TWIST LOCK’.
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27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2704 F’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2704 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2704 F’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 2705

Details: wagon ‘RQKY 2705 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 06.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.01.1996
Last Brake Cylinder: 17.08.1991
Last Lift: 14.04.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2705 W’
27.08.1989 Repair ‘BRAKE BLOCK RB95’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2705 W’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.10.1989 Repair ‘COUPLER KNUCKLE’.
31.10.1989 Repair ‘EMPTY LOAD VALVE’.
31.10.1989 Repair ‘GRADE CONTROL VALVE’.
31.10.1989 Repair ‘STANCHION’.
31.10.1989 Repair ‘STEP’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘WHEEL SET’.
31.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BOLSTER’.
10.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.04.1990 Repair ‘BRAKE PULL ROD’.
10.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘WHEEL SET’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘WHEEL SET’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
17.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
17.08.1991 Repair ‘BRAKE PULL ROD’.
17.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Repair ‘VEHICLE COMPLETE’.
17.08.1991 Repair ‘VEHICLE COMPLETE’.
17.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
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25.08.1991 Repair ‘BRAKE BLOCK RB95’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
26.01.1992 Repair ‘BRAKE BLOCK RB95’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRANCH PIPE’.
04.02.1992 Repair ‘CARD OR CLIP HOLDER’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BRAKE BLOCK RB95’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘VEHICLE COMPLETE’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
01.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.06.1993 Repair ‘BRAKE BLOCK RB95’.
16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1993 Repair ‘COUPLER KNUCKLE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘WHEEL SET’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
28.09.1993 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’
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WAGONS (TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO.
‘AMIY’ WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD
300 DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH
STUCKI RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY
‘AQSY‘. AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2705 W’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘WHEEL SET’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘BRAKE BLOCK RB95’.
05.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
05.05.1994 Repair ‘END HOSE’.
05.05.1994 Repair ‘HANDBRAKE HANDLE’.
05.05.1994 Repair ‘HANDRAILS’.
05.05.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2705 W’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2705 W’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
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10.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.10.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2706

Details: wagon ‘RQKY 2706 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 09.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQPY
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 09.12.1995
Last Brake Cylinder: 12.06.1990
Last Single Car Test: 04.12.1989
Last Lift: 01.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE BEARERS’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘BRAKE PULL ROD’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Repair ‘TWIST LOCK’.
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13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2706 A’
14.10.1989 Repair ‘HANDRAILS END’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2706 A’
06.11.1989 Repair ‘VEHICLE RECLASSIFY’.
06.11.1989 Issued at location ‘Keswick’ with a previous code of wagon ‘AQMP 2706 A’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘TRAIN PIPE (END)’.
04.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2706 A’
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1990 Repair ‘BRAKE BLOCK RB95’.
12.06.1990 Repair ‘BRAKE PULL ROD’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1990 Repair ‘VEHICLE STENCILS’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘VEHICLE COMPLETE’.
29.09.1990 Repair ‘WHEEL SET’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
16.08.1991 Repair ‘STEP’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BRAKE BLOCK RB95’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘WHEEL SET’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
18.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1992 Repair ‘COUPLER KNUCKLE’.
18.01.1992 Repair ‘EMPTY LOAD VALVE’.
18.01.1992 Repair ‘GRADE CONTROL VALVE’.
18.01.1992 Repair ‘STRIKING CASTING’.
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18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE BLOCK RB95’.
04.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
25.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2706 A’
30.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
03.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
21.09.1993 Repair ‘TWIST LOCK’.
21.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
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WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

02.10.1993 Repair ‘STEP’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
05.10.1993 Repair ‘HANDRAILS’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2706 A’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2706 A’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2706 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2706 A’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2706 A’
10.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2706 A’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2707

Details: wagon ‘RQKY 2707 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 163
Date Built: 06.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 29.05.1995
Last Brake Cylinder: 29.05.1991
Last Single Car Test: 08.07.1991
Last Lift: 03.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘HANDRAILS END’.
23.10.1989 Repair ‘STANCHION’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
13.01.1990 Repair ‘HANDRAILS END’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2707 J’
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2707 J’
05.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1990 Repair ‘BRAKE LEVER’.
05.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2707 J’
27.06.1990 Repair ‘END HOSE’.
27.06.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQMP 2707 J’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.08.1990 Repair ‘HANDRAILS END’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘WHEEL SET’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE COMPLETE’.
18.12.1990 Repair ‘END FRAME MEMBER’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2707 J’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘EMPTY LOAD VALVE’.
29.05.1991 Repair ‘END BRAKE COCK’.
29.05.1991 Repair ‘GRADE CONTROL VALVE’.
29.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘END BRAKE COCK’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2707 J’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2707 J’
26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
26.12.1991 Repair ‘BRAKE BLOCK RB95’.
26.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
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05.03.1992 Repair ‘BRAKE BLOCK RB95’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
09.04.1993 Repair ‘TWIST LOCK’.
09.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE BEARINGS’.
21.05.1993 Repair ‘BRAKE BLOCK RB95’.
21.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE CONTROL PIPE’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2707 J’
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2707 J’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
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WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2710

Details: wagon ‘RQKY 2710 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 11.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 26.07.1996
Last Brake Cylinder: 19.02.1991
Last Single Car Test: 08.07.1991
Last Lift: 21.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2710 A’
25.09.1989 Repair ‘HANDRAILS’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2710 A’
28.10.1989 Repair ‘HANDRAILS END’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2710 A’
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2710 A’
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11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.01.1990 Repair ‘STANCHION’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘VEHICLE RETARE’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘EMPTY LOAD VALVE’.
28.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Repair ‘WHEEL SET’.
28.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2710 A’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1990 Repair ‘TWIST LOCK’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘WHEEL SET’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
24.11.1990 Repair ‘WHEEL SET’.
24.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2710 A’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
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20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘WHEEL SET’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
08.01.1991 Repair ‘TRAIN PIPE (END)’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2710 A’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1991 Repair ‘BRAKE PULL ROD’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘WHEEL SET’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘END BRAKE COCK’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘HANDRAILS END’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1991 Repair ‘TRAIN PIPE (END)’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘BRANCH PIPE’.
15.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2710 A’
29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2710 A’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2710 A’
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2710 A’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRANCH PIPE’.
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02.07.1991 Repair ‘BRANCH PIPE’.
02.07.1991 Repair ‘ISOLATING COCK’.
02.07.1991 Repair ‘ISOLATING COCK’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2710 A’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2710 A’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1991 Repair ‘BRAKE BLOCK RB95’.
23.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Repair ‘TWIST LOCK’.
23.09.1991 Repair ‘WHEEL SET’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1993 Repair ‘STRIKING CASTING’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1993 Repair ‘BOGIE COMPLETE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Repair ‘WHEEL SET’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1993 Repair ‘BOGIE COMPLETE’.
20.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1993 Repair ‘TWIST LOCK’.
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20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2710 A’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2710 A’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2710 A’
02.09.1994 Alteration complete ‘REMOVE ALIGNED BOGIES FROM 4 NO. ‘RQKY’

AND 1 NO. ‘AQMP’ WAGON. REMOVE CENTRE PLATE & HUCK BOLT
STANDARD 300MM DIA. CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL
BOGIES WITH STUCKI RB-14/TCC4500 CCSB IN ACCORDANCE WITH MS
1122. RECLASSIFY AQMP2700 & 2710 TO RQKY2700 & 2710 (ALT. FORM
NRC023) RQKY 2345, 2351, 2696 & AQMP 2700, 2710. (RS4880)’.

12.09.1994 Repair ‘BOGIE BEARERS’.
12.09.1994 Repair ‘BOGIE COMPLETE’.
12.09.1994 Repair ‘VEHICLE RECLASSIFY’.
12.09.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQMP 2710 A’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2711

Details: wagon ‘RQKY 2711 K’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 29.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ AD HS RC CM CN CH
Return to Service Date: 29.12.1995
Last Brake Cylinder: 01.03.1991
Last Single Car Test: 07.09.1990
Last Lift: 16.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
20.11.1989 Repair ‘HANDRAILS END’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2711 J’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.02.1990 Repair ‘COUPLER KNUCKLE’.
09.02.1990 Repair ‘EMPTY LOAD VALVE’.
09.02.1990 Repair ‘GRADE CONTROL VALVE’.
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09.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
01.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
14.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2711 J’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2711 J’
26.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘COUPLER KNUCKLE’.
01.03.1991 Repair ‘EMPTY LOAD VALVE’.
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Repair ‘WHEEL SET’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
18.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1991 Repair ‘BRAKE BLOCK RB95’.
18.05.1991 Repair ‘COUPLER KNUCKLE’.
18.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘WHEEL SET’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
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08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘TWIST LOCK’.
08.10.1991 Repair ‘TWIST LOCK’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘STRIKING CASTING’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2711 J’
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2711 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2711 J’
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2711 J’
25.09.1994 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2712

Details: wagon ‘RQKY 2712 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 12.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.10.1996
Last Triple Valve: 17.12.1992
Last Brake Cylinder: 12.02.1992
Last Single Car Test: 28.02.1989
Last Lift: 24.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1989 Repair ‘BRAKE BLOCK RB95’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘WHEEL SET’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRAKE PULL ROD’.
02.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2712 S’
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
18.08.1991 Repair ‘BRAKE BLOCK RB95’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
10.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Repair ‘WHEEL SET’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1992 Repair ‘BRAKE BLOCK RB95’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘WHEEL SET’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE COMPLETE’.
18.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BEARINGS’.
17.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2712 S’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘BRANCH PIPE’.
10.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1993 Repair ‘HOSE FITTINGS’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2712 S’
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2712 S’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2712 S’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.11.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2714

Details: wagon ‘RQKY 2714 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS 163
Date Built: 03.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 28.09.1995
Last Single Car Test: 25.01.1991
Last Lift: 31.01.1979
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BRAKE BLOCK RB95’.
17.08.1989 Repair ‘BRAKE LEVER’.
17.08.1989 Repair ‘BRAKE PULL ROD’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘WHEEL SET’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
06.09.1989 Repair ‘HANDRAILS’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2714 N’
09.01.1990 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.01.1990 Repair ‘BRAKE LEVER’.
30.01.1990 Repair ‘BRANCH PIPE’.
30.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘STANCHION’.
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30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1990 Repair ‘BOGIE COMPLETE’.
26.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘EMPTY LOAD VALVE’.
26.03.1990 Repair ‘GRADE CONTROL VALVE’.
26.03.1990 Repair ‘STEP’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1990 Repair ‘WHEEL SET’.
26.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘HANDRAILS’.
24.01.1991 Repair ‘HANDRAILS END’.
24.01.1991 Repair ‘SIDE BEARER’.
24.01.1991 Repair ‘TWIST LOCK’.
24.01.1991 Repair ‘TWIST LOCK’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2714 N’
11.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2714 N’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘WHEEL SET’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1994 Repair ‘EMPTY LOAD VALVE’.
27.01.1994 Repair ‘GRADE CONTROL VALVE’.
27.01.1994 Repair ‘STEP’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2714 N’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2714 N’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
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08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2714 N’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2714 N’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

28.09.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2715

Details: wagon ‘RQKY 2715 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 21.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.05.1996
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 28.09.1988
Last Lift: 18.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1990 Repair ‘BOGIE COMPLETE’.
26.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1990 Repair ‘STANCHION’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘VEHICLE RETARE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BRAKE LEVER’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘WHEEL SET’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
27.09.1990 Repair ‘TWIST LOCK’.
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2715 W’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2715 W’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘GRADE CONTROL VALVE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
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11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BOLSTER’.
15.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.08.1991 Repair ‘BOGIE SIDEFRAME’.
15.08.1991 Repair ‘BOGIE WEAR PLATES’.
15.08.1991 Repair ‘BRAKE LEVER’.
15.08.1991 Repair ‘BRAKE PULL ROD’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘EMPTY LOAD VALVE’.
15.08.1991 Repair ‘GRADE CONTROL VALVE’.
15.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2715 W’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
18.07.1992 Repair ‘TWIST LOCK’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2715 W’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘VEHICLE STENCILS’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2715 W’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2715 W’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BODY COMPLETE’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
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06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘BRAKE PULL ROD’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘BRAKE BLOCK RB95’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘BRAKE PULL ROD’.
11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Repair ‘WHEEL SET’.
11.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2715 W’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘BRAKE PULL ROD’.
28.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.06.1993 Repair ‘WHEEL SET’.
28.06.1993 Repair ‘WHEEL SET’.
28.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2715 W’
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
28.09.1993 Repair ‘HANDRAILS END’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2715 W’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘HANDRAILS END’.
06.12.1993 Repair ‘STEP’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2715 W’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2715 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
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(NRC023)’. New class: ‘RQKY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2715 W’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.02.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2716

Details: wagon ‘RQKY 2716 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 02.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQPY—-EX AQMP 2716 X
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ AD RC HS CM CN CH
Return to Service Date: 07.01.1995
Last Triple Valve: 01.03.1988
Last Brake Cylinder: 17.06.1991
Last Single Car Test: 01.03.1988
Last Lift: 28.08.1981
Cont Connector Type:] P
Cont Max Slots: 3
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12.11.1994 Repair ‘VEHICLE RECLASSIFY’.
12.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AQMP 2716 X’
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2717

Details: wagon ‘RQKY 2717 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 29.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.07.1996
Last Brake Cylinder: 29.07.1993
Last Single Car Test: 11.10.1989
Last Lift: 02.11.1981
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
20.08.1989 Repair ‘HANDRAILS END’.
20.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2717 R’
25.09.1989 Repair ‘HANDRAILS END’.
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25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMP 2717 R’

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘COUPLER KNUCKLE’.
03.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2717 R’
18.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1989 Repair ‘BRAKE BLOCK RB95’.
18.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘VEHICLE COMPLETE’.
18.11.1989 Repair ‘VEHICLE COMPLETE’.
18.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2717 R’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1990 Repair ‘BRAKE PULL ROD’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Repair ‘BRANCH PIPE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.11.1990 Repair ‘BRAKE LEVER’.
07.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BOLSTER’.
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04.12.1990 Repair ‘BOGIE FRICTION WEDGE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
19.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.10.1991 Repair ‘BRAKE BLOCK RB95’.
19.10.1991 Repair ‘BRAKE LEVER’.
19.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1991 Repair ‘TWIST LOCK’.
19.10.1991 Repair ‘VEHICLE COMPLETE’.
19.10.1991 Repair ‘VEHICLE COMPLETE’.
19.10.1991 Repair ‘WHEEL SET’.
19.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
21.01.1992 Repair ‘TWIST LOCK’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
02.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘BOGIE SIDEFRAME’.
26.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1992 Repair ‘COUPLER KNUCKLE’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Repair ‘TWIST LOCK’.

17951



2. TIMS GROUP INFORMATION - WAGONS

26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
16.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
22.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
22.05.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMP 2717 R’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.07.1993 Repair ‘BOGIE WEAR PLATES’.
29.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2717 R’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

29.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
28.11.1993 Repair ‘STEP’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2717 R’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.

17952



2.709. Wagon classification starting with ‘RQK’

06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
(RS4902)’. New class: ‘RQMF’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2719

Details: wagon ‘RQKY 2719 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 19.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQPY
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 09.12.1995
Last Single Car Test: 02.02.1994
Last Lift: 07.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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26.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2719 M’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BRAKE BLOCK RB95’.
06.04.1990 Repair ‘EMPTY LOAD VALVE’.
06.04.1990 Repair ‘END HOSE’.
06.04.1990 Repair ‘GRADE CONTROL VALVE’.
06.04.1990 Repair ‘TWIST LOCK’.
06.04.1990 Repair ‘TWIST LOCK’.
06.04.1990 Repair ‘TWIST LOCK’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘WHEEL SET’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2719 M’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BEARINGS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘VEHICLE COMPLETE’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
12.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2719 M’
22.09.1990 Repair ‘HANDRAILS END’.
22.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
04.01.1991 Repair ‘SIDE STEP’.
04.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2719 M’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1991 Repair ‘BRAKE BLOCK RB95’.
16.08.1991 Repair ‘BRAKE PULL ROD’.
16.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
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16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1991 Repair ‘TWIST LOCK’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
15.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2719 M’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BRAKE PULL ROD’.
02.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2719 M’
01.07.1993 Repair ‘STEP’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘STANCHION’.
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Repair ‘WHEEL SET’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
24.12.1993 Repair ‘TWIST LOCK’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
03.01.1994 Repair ‘TWIST LOCK’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2719 M’
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘END BRAKE COCK’.
01.02.1994 Repair ‘END HOSE’.
01.02.1994 Repair ‘TRAIN PIPE (END)’.
01.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2719 M’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2719 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2719 M’
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2719 M’
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQMP 2719 M’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2720

Details: wagon ‘RQKY 2720 J’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 12.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQPY
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.02.1996
Last Triple Valve: 02.10.1990
Last Single Car Test: 31.05.1990
Last Lift: 01.06.1979
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRANCH PIPE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘STANCHION’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Repair ‘VEHICLE RETARE’.
24.11.1989 Repair ‘WHEEL SET’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
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11.12.1989 Repair ‘BRANCH PIPE’.
11.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘SHUNT PAD’.
11.12.1989 Repair ‘SHUNT PAD’.
11.12.1989 Repair ‘SHUNT PAD’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Repair ‘BRAKE LEVER’.
29.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2720 X’
16.07.1990 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
18.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1990 Repair ‘BRAKE LEVER’.
18.08.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘WHEEL SET’.
18.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1990 Repair ‘BRAKE LEVER’.
02.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
24.11.1990 Repair ‘STRIKING CASTING’.
24.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
13.03.1991 Repair ‘HANDRAILS’.
13.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
23.03.1991 Repair ‘BRAKE BLOCK RB95’.
23.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE BOLSTER’.
02.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2720 X’
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08.10.1991 Repair ‘BOGIE COMPLETE’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘BRAKE PULL ROD’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
25.12.1992 Repair ‘STEP’.
25.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
19.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2720 X’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
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(NRC023)’. New class: ‘RQKY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2720 X’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2721

Details: wagon ‘RQKY 2721 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 16.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.04.1996
Last Triple Valve: 05.07.1993
Last Brake Cylinder: 05.07.1993
Last Lift: 15.07.1982
Cont Connector Type:] P
Cont Max Slots: 3
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15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.07.1989 Repair ‘VEHICLE COMPLETE’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BEARERS’.
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BOGIE FRICTION WEDGE’.
28.07.1989 Repair ‘BOGIE SPRING’.
28.07.1989 Repair ‘BOGIE SPRING’.
28.07.1989 Repair ‘BOGIE SPRING’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘VEHICLE COMPLETE’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
14.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2721 R’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BRAKE BLOCK RB95’.
21.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘EMPTY LOAD VALVE’.
21.12.1989 Repair ‘GRADE CONTROL VALVE’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
22.01.1990 Repair ‘WHEEL SET’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.01.1990 Repair ‘BRAKE PULL ROD’.
25.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Repair ‘WHEEL SET’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘END COMPLETE’.
06.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMP 2721 R’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘WHEEL SET’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE LEVER’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE FRICTION WEDGE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
04.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1991 Repair ‘BRAKE BLOCK RB95’.
04.05.1991 Repair ‘COUPLER KNUCKLE’.
04.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
20.07.1991 Repair ‘BRAKE BLOCK RB95’.
20.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2721 R’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2721 R’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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30.01.1992 Repair ‘VEHICLE COMPLETE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE COMPLETE’.
10.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘WEAR PLATES & SADDLES’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2721 R’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘VEHICLE COMPLETE’.
24.02.1993 Repair ‘WHEEL SET’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘CARD OR CLIP HOLDER’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1993 Repair ‘SIDE SHEET’.
13.05.1993 Repair ‘STRIKING CASTING’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘WHEEL SET’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE BEARINGS’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
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05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB95’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘TWIST LOCK’.
13.07.1993 Repair ‘WHEEL SET’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘WHEEL SET’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2721 R’
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2721 R’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2721 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2721 R’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2721 R’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
(RS4902)’. New class: ‘RQMF’.

08.06.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2722

Details: wagon ‘RQKY 2722 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 24.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.11.1996
Last Single Car Test: 14.05.1991
Last Lift: 17.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AQSY 2722 L’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
(RS4902)’. New class: ‘RQMF’.

16.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2723

Details: wagon ‘RQKY 2723 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 18.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 04.03.1996
Last Brake Cylinder: 14.08.1992
Last Single Car Test: 08.11.1993
Last Lift: 04.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1989 Repair ‘BRANCH PIPE’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘EMPTY LOAD VALVE’.
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04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘HANDRAILS END’.
04.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1989 Repair ‘STANCHION’.
04.08.1989 Repair ‘STANCHION’.
04.08.1989 Repair ‘STANCHION’.
04.08.1989 Repair ‘TWIST LOCK’.
04.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
22.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2723 M’
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2723 M’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘WHEEL SET’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Repair ‘END HOSE’.
03.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2723 M’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1990 Repair ‘BOGIE COMPLETE’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘WHEEL SET’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
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30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2723 M’
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2723 M’
29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.09.1990 Repair ‘COUPLER KNUCKLE’.
29.09.1990 Repair ‘EMPTY LOAD VALVE’.
29.09.1990 Repair ‘GRADE CONTROL VALVE’.
29.09.1990 Repair ‘TWIST LOCK’.
29.09.1990 Repair ‘TWIST LOCK’.
29.09.1990 Repair ‘TWIST LOCK’.
29.09.1990 Repair ‘WHEEL SET’.
29.09.1990 Repair ‘WHEEL SET’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE CONTROL PIPE’.
08.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.03.1991 Repair ‘END BRAKE COCK’.
08.03.1991 Repair ‘END FRAME MEMBER’.
08.03.1991 Repair ‘HANDRAILS END’.
08.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2723 M’
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2723 M’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BOLSTER’.
06.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
06.08.1991 Repair ‘BOGIE SIDEFRAME’.
06.08.1991 Repair ‘BRAKE BLOCK RB95’.
06.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘WHEEL SET’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
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16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘WHEEL SET’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘EMPTY LOAD VALVE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
09.04.1992 Repair ‘STEP’.
09.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2723 M’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COUPLER COMPLETE’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2723 M’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BOLSTER’.
14.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
14.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2723 M’
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS
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(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘HAND RELEASE (AIR)’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘WHEEL SET’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMP 2723 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2723 M’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.11.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2724

Details: wagon ‘RQKY 2724 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 163
Date Built: 26.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.02.1996
Last Triple Valve: 16.10.1992
Last Brake Cylinder: 02.03.1992
Last Lift: 05.10.1981
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘BRAKE PULL ROD’.
11.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘SIDE BEARER CLEARANCE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BRAKE LEVER’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘WHEEL SET’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘HANDRAILS END’.
18.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘STEP’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘WHEEL SET’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1990 Repair ‘WHEEL SET’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘COUPLER COMPLETE’.
04.02.1991 Repair ‘COUPLER KNUCKLE’.
04.02.1991 Repair ‘RELAY VALVE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
01.03.1991 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1991 Repair ‘TRAIN PIPE (END)’.
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20.03.1991 Repair ‘TRAIN PIPE’.
20.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2724 V’
21.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2724 V’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘EMPTY LOAD VALVE’.
23.08.1991 Repair ‘GRADE CONTROL VALVE’.
23.08.1991 Repair ‘ISOLATING COCK’.
23.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Repair ‘WHEEL SET’.
23.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
09.09.1991 Repair ‘HANDRAILS END’.
09.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
20.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1991 Repair ‘BRAKE LEVER’.
20.10.1991 Repair ‘BRAKE PULL ROD’.
20.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1991 Repair ‘TWIST LOCK’.
20.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
10.06.1992 Repair ‘BOGIE WEAR PLATES’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE BOLSTER’.
11.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
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11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘WHEEL SET’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
25.04.1993 Repair ‘TWIST LOCK’.
25.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1993 Repair ‘EMPTY LOAD VALVE’.
13.05.1993 Repair ‘GRADE CONTROL VALVE’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
07.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.

17974



2.709. Wagon classification starting with ‘RQK’

06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1993 Repair ‘BOGIE COMPLETE’.
18.12.1993 Repair ‘BOGIE COMPLETE’.
18.12.1993 Repair ‘BRAKE BLOCK RB95’.
18.12.1993 Repair ‘COUPLER COMPLETE’.
18.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2724 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2724 V’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2726

Details: wagon ‘RQKY 2726 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 27.09.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.02.1995
Last Brake Cylinder: 18.07.1990
Last Single Car Test: 09.02.1994
Last Lift: 08.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘BRAKE LEVER’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE LEVER’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
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09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1991 Repair ‘BOGIE FRICTION WEDGE’.
09.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘BRANCH PIPE’.
09.01.1991 Repair ‘COUPLER KNUCKLE’.
09.01.1991 Repair ‘EMPTY LOAD VALVE’.
09.01.1991 Repair ‘GRADE CONTROL VALVE’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Repair ‘STANCHION’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘END HOSE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘TRAIN PIPE (END)’.
29.01.1991 Repair ‘VEHICLE COMPLETE’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
02.05.1991 Repair ‘HANDRAILS’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
18.06.1991 Repair ‘BRAKE BLOCK RB95’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘EMPTY LOAD VALVE’.
21.08.1991 Repair ‘GRADE CONTROL VALVE’.
21.08.1991 Repair ‘TWIST LOCK’.
21.08.1991 Repair ‘TWIST LOCK’.
21.08.1991 Repair ‘TWIST LOCK’.
21.08.1991 Repair ‘TWIST LOCK’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
12.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1991 Repair ‘VEHICLE COMPLETE’.
12.10.1991 Repair ‘VEHICLE COMPLETE’.
12.10.1991 Repair ‘WHEEL SET’.
12.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
02.05.1992 Repair ‘TWIST LOCK’.
02.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘TRAIN PIPE’.
25.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2726 Q’
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04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
04.06.1992 Repair ‘BRAKE BLOCK RB95’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE BLOCK RB95’.
25.06.1992 Repair ‘BRAKE LEVER’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘EMPTY LOAD VALVE’.
05.08.1993 Repair ‘GRADE CONTROL VALVE’.
05.08.1993 Repair ‘HAND RELEASE (AIR)’.
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
17.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2726 Q’
28.11.1993 Repair ‘HANDRAILS’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2726 Q’
08.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘BRAKE LEVER’.
08.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2726 Q’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2726 Q’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2726 Q’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2726 Q’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2727

Details: wagon ‘RQKY 2727 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 163
Date Built: 01.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.12.1995
Due Triple Valve: 29.10.1997
Last Triple Valve: 19.07.1989
Last Brake Cylinder: 04.12.1990
Last Lift: 01.05.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘STANCHION’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘VEHICLE RETARE’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
22.07.1989 Repair ‘BRAKE BLOCK RB95’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2727 C’
19.08.1989 Repair ‘BRAKE BLOCK RB95’.
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19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2727 C’

02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
11.09.1989 Repair ‘STEP’.
11.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2727 C’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘TRAIN PIPE (END)’.
22.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2727 C’
16.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1990 Repair ‘BRAKE BLOCK RB95’.
16.06.1990 Repair ‘COUPLER KNUCKLE’.
16.06.1990 Repair ‘EMPTY LOAD VALVE’.
16.06.1990 Repair ‘GRADE CONTROL VALVE’.
16.06.1990 Repair ‘WHEEL SET’.
16.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE COMPLETE’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘WHEEL SET’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BRAKE LEVER’.
17.10.1990 Repair ‘BRAKE PULL ROD’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
12.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Repair ‘BRAKE BLOCK RB95’.
12.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.12.1990 Repair ‘TRAIN PIPE (END)’.
04.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2727 C’
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
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06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘WHEEL SET’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Repair ‘TWIST LOCK’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
01.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1991 Repair ‘BRAKE LEVER’.
18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE BOLSTER’.
09.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
09.03.1992 Repair ‘BOGIE SIDEFRAME’.
09.03.1992 Repair ‘BOGIE WEAR PLATES’.
09.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
02.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1992 Repair ‘COUPLER KNUCKLE’.
02.05.1992 Repair ‘END BRAKE COCK’.
02.05.1992 Repair ‘STRIKING CASTING’.
02.05.1992 Repair ‘WHEEL SET’.
02.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
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07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘STRIKING CASTING’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘END BRAKE COCK’.
02.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2727 C’
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
12.09.1993 Repair ‘STRIKING CASTING’.
12.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2727 C’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2727 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
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16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2727 C’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2728

Details: wagon ‘RQKY 2728 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 01.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.01.1996
Last Brake Cylinder: 10.11.1992
Last Single Car Test: 14.07.1993
Last Lift: 06.12.1982
Cont Connector Type:] P
Cont Max Slots: 3
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15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Repair ‘END BRAKE COCK’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2728 L’
14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘COUPLER COMPLETE’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Repair ‘TWIST LOCK’.
14.05.1990 Repair ‘TWIST LOCK’.
14.05.1990 Repair ‘TWIST LOCK’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Repair ‘WHEEL SET’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE PULL ROD’.
15.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘VEHICLE STENCILS’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
16.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘WHEEL SET’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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22.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘WHEEL SET’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
20.07.1991 Repair ‘BRAKE BLOCK RB95’.
20.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BOLSTER’.
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Repair ‘BOGIE COMPLETE’.
05.11.1991 Repair ‘BOGIE SPRING’.
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Repair ‘VEHICLE COMPLETE’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘EMPTY LOAD VALVE’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.03.1992 Repair ‘STRIKING CASTING’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BOLSTER’.
24.06.1992 Repair ‘BOGIE SIDEFRAME’.
24.06.1992 Repair ‘TWIST LOCK’.
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24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRANCH PIPE’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘EMPTY LOAD VALVE’.
10.11.1992 Repair ‘GRADE CONTROL VALVE’.
10.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘END BRAKE COCK’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2728 L’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1993 Repair ‘BRAKE LEVER’.
13.07.1993 Repair ‘COUPLER COMPLETE’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘VEHICLE COMPLETE’.
13.07.1993 Repair ‘WHEEL SET’.
13.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMP 2728 L’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMP 2728 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2728 L’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2728 L’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2729

Details: wagon ‘RQKY 2729 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 22.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP

17988



2.709. Wagon classification starting with ‘RQK’

BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 09.07.1996
Last Triple Valve: 04.12.1992
Last Single Car Test: 20.04.1989
Last Lift: 18.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘END BRAKE COCK’.
06.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
18.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2729 U’
24.05.1990 Repair ‘HANDRAILS END’.
24.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2729 U’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1990 Repair ‘BRAKE PULL ROD’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘EMPTY LOAD VALVE’.
04.10.1990 Repair ‘GRADE CONTROL VALVE’.
04.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
23.10.1990 Repair ‘BOGIE BEARINGS’.
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23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMP 2729 U’

04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BOLSTER’.
04.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
04.06.1991 Repair ‘BRAKE BLOCK RB95’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘EMPTY LOAD VALVE’.
04.06.1991 Repair ‘GRADE CONTROL VALVE’.
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
14.07.1991 Repair ‘BRAKE BLOCK RB95’.
14.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
08.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘WHEEL SET’.
04.03.1992 Repair ‘YOKE COMPLETE’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BRAKE LEVER’.
24.04.1992 Repair ‘BRAKE PULL ROD’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
24.04.1992 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Repair ‘WHEEL SET’.
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24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
07.09.1992 Repair ‘VEHICLE COMPLETE’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
24.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘EMPTY LOAD VALVE’.
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26.05.1993 Repair ‘GRADE CONTROL VALVE’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Repair ‘WHEEL SET’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE SPRING PLANKS’.
09.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1993 Repair ‘COUPLER KNUCKLE’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘WHEEL SET’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
16.08.1993 Repair ‘STEP’.
16.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
29.08.1993 Repair ‘BRAKE BLOCK RB95’.
29.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2729 U’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2729 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2729 U’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
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02.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2730

Details: wagon ‘RQKY 2730 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 11.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.09.1996
Last Brake Cylinder: 26.04.1990
Last Single Car Test: 15.07.1991
Last Lift: 30.08.1979
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.
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02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BRAKE BLOCK RB95’.
26.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘VEHICLE COMPLETE’.
26.04.1990 Repair ‘WHEEL SET’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘STEP’.
24.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2730 Q’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BEARINGS’.
01.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Repair ‘EMPTY LOAD VALVE’.
01.06.1990 Repair ‘GRADE CONTROL VALVE’.
01.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1990 Repair ‘STEP’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
02.06.1990 Repair ‘HOSE FITTINGS’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
12.09.1990 Repair ‘BOGIE COMPLETE’.
12.09.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQMP 2730 Q’
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘BOGIE BEARERS’.
14.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.09.1990 Repair ‘BRAKE BLOCK RB95’.
14.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.09.1990 Repair ‘COUPLER KNUCKLE’.
14.09.1990 Repair ‘EMPTY LOAD VALVE’.
14.09.1990 Repair ‘GRADE CONTROL VALVE’.
14.09.1990 Repair ‘SIDE BEARER’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Repair ‘TWIST LOCK’.
14.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
17.12.1990 Repair ‘BRAKE BLOCK RB95’.
17.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘EMPTY LOAD VALVE’.
29.05.1991 Repair ‘GRADE CONTROL VALVE’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘BRAKE BLOCK RB95’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘TRAIN PIPE’.
08.07.1991 Repair ‘TRAIN PIPE’.
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2730 Q’
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2730 Q’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Repair ‘WHEEL SET’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.
23.09.1991 Repair ‘TWIST LOCK’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Repair ‘HANDRAILS END’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
30.12.1991 Repair ‘TWIST LOCK’.
30.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
04.01.1992 Repair ‘TWIST LOCK’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
18.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.06.1993 Repair ‘END HOSE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘SHUNT PAD’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BRAKE BLOCK RB95’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
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08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘WHEEL SET’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE BEARERS’.
07.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘SIDE BEARER’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2730 Q’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE PULL ROD’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2730 Q’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2730 Q’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
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WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2731

Details: wagon ‘RQKY 2731 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 28.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC HS AD CM CN CH
Return to Service Date: 25.08.1995
Last Triple Valve: 24.11.1990
Last Brake Cylinder: 07.07.1993
Last Single Car Test: 19.12.1988
Last Lift: 02.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.08.1989 Repair ‘STEP’.
07.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2731 C’
02.09.1989 Repair ‘TWIST LOCK’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
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15.09.1989 Repair ‘BRAKE BLOCK RB95’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BRAKE BLOCK RB95’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
05.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
19.05.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
27.05.1990 Repair ‘BRAKE BLOCK RB95’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2731 C’
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘COUPLER KNUCKLE’.
05.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Repair ‘TWIST LOCK’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1990 Repair ‘BRANCH PIPE’.
24.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Repair ‘EMPTY LOAD VALVE’.
24.11.1990 Repair ‘GRADE CONTROL VALVE’.
24.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2731 C’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BOLSTER’.
03.12.1990 Repair ‘BRAKE BLOCK RB101’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
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03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘WHEEL SET’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BRAKE LEVER’.
07.01.1991 Repair ‘BRAKE PULL ROD’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BRAKE PULL ROD’.
05.12.1991 Repair ‘HANDRAILS END’.
05.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1991 Repair ‘STEP’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1992 Repair ‘WHEEL SET’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
26.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BRAKE BLOCK RB95’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘GRADE CONTROL VALVE’.
02.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARINGS’.
19.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘TWIST LOCK’.

18000



2.709. Wagon classification starting with ‘RQK’

19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
07.07.1992 Repair ‘BRAKE LEVER’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘EMPTY LOAD VALVE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
11.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE SIDEFRAME’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘TRAIN PIPE’.
18.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2731 C’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
05.12.1992 Repair ‘STEP’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE COMPLETE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE FRICTION WEDGE’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘HANDRAILS END’.
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07.07.1993 Repair ‘ISOLATING COCK’.
07.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMP 2731 C’
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE BLOCK RB95’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
26.09.1993 Repair ‘COUPLER KNUCKLE’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2731 C’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE BLOCK RB95’.
08.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.10.1993 Repair ‘BRAKE LEVER’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1994 Repair ‘BRAKE PULL ROD’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2731 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMP 2731 C’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
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21.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2732

Details: wagon ‘RQKY 2732 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $16380
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 24.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMP
BSG Code: FSQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 04.08.1995
Due Triple Valve: 01.10.1994
Last Triple Valve: 28.11.1990
Last Brake Cylinder: 19.02.1991
Last Single Car Test: 08.12.1988
Last Lift: 13.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

15.01.1988 Alteration complete ‘RECLASSIFY AQPY TO AQMP - REFER RS4231
(RS3054)’. New class: ‘AQMP’.

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE CONTROL PIPE’.
12.12.1989 Repair ‘BRAKE LEVER’.
12.12.1989 Repair ‘BRAKE PIN’.
12.12.1989 Repair ‘BRANCH PIPE’.
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12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2732 L’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘EMPTY LOAD VALVE’.
28.12.1989 Repair ‘GRADE CONTROL VALVE’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2732 L’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2732 L’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1990 Repair ‘BRAKE PULL ROD’.
25.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘STEP’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘WHEEL SET’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘TWIST LOCK’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BOGIE FRICTION WEDGE’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1992 Repair ‘GRADE CONTROL VALVE’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2732 L’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
31.07.1993 Repair ‘COUPLER KNUCKLE’.
31.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMP 2732 L’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
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07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
28.09.1993 Alteration ‘REMOVE ALIGNED BOGIES FROM 18 NO. ‘AQMP’ WAGONS

(TO BE FITTED UNDER 12 NO. ‘AMRZ’ WAGONS (RS4802) AND 6 NO. ‘AMIY’
WAGONS (RS4820)) REMOVE CENTRE PLATE & HUCK BOLT STANDARD 300
DIA CENTRE PLATE. FIT 50T 3 PIECE RIDE CONTROL BOGIES WITH STUCKI
RB-14/TCC 4500 CCSB IN ACCORDANCE WITH MS1122. RECLASSIFY ‘AQSY‘.
AQMP 18 NO. TO BE SELECTED. (RS4826)’. New class: ‘AQSY’.

15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Repair ‘VEHICLE COMPLETE’.
15.11.1993 Repair ‘WHEEL SET’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMP 2732 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMP 2732 L’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2733

Details: wagon ‘RQKY 2733 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
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Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 27.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.09.1996
Due Triple Valve: 23.01.1990
Last Brake Cylinder: 23.01.1989
Last Single Car Test: 24.11.1992
Last Lift: 20.03.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘AXLEBOX’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘STANCHION’.
06.10.1989 Repair ‘STEP’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Repair ‘VEHICLE RETARE’.
06.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2733 F’
19.01.1990 Repair ‘HANDRAILS’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2733 F’
28.02.1990 Repair ‘END HOSE’.
28.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2733 F’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

10.10.1990 Repair ‘BOGIE BEARINGS’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.
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08.05.1991 Repair ‘HANDRAILS’.
08.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2733 F’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BEARERS’.
11.12.1991 Repair ‘SIDE BEARER’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘VEHICLE RECLASSIFY’.
11.12.1991 Repair ‘VEHICLE STENCILS’.
11.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2733 F’
12.02.1992 Repair ‘STANCHION’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE SPRING’.
18.02.1992 Repair ‘BRAKE LEVER’.
18.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2733 F’
19.05.1992 Repair ‘TWIST LOCK’.
19.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2733 F’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE SPRING’.
30.03.1993 Repair ‘BRAKE LEVER’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2733 F’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2733 F’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2733 F’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.10.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2734

Details: wagon ‘RQKY 2734 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.10.1979
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 10.07.1996
Last Triple Valve: 20.06.1990
Last Brake Cylinder: 23.10.1992
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Repair ‘TRAIN PIPE (END)’.
04.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2734 Y’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BOGIE COMPLETE’.
14.06.1990 Repair ‘BRAKE PULL ROD’.
14.06.1990 Repair ‘CARD OR CLIP HOLDER’.
14.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.06.1990 Repair ‘COUPLER COMPLETE’.
14.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.06.1990 Repair ‘HANDRAILS’.
14.06.1990 Repair ‘HANDRAILS END’.
14.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1990 Repair ‘TRAIN PIPE (END)’.
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14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Repair ‘TWIST LOCK’.
14.06.1990 Repair ‘YOKE CARRIER’.
14.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2734 Y’
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘VEHICLE COMPLETE’.
22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2734 Y’
08.08.1990 Repair ‘VEHICLE STENCILS’.
08.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2734 Y’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BEARERS’.
29.07.1991 Repair ‘BOGIE COMPLETE’.
29.07.1991 Repair ‘END COMPLETE’.
29.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.07.1991 Repair ‘VEHICLE RECLASSIFY’.
29.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2734 Y’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
18.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
29.02.1992 Repair ‘BRAKE BLOCK RB95’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘GRADE CONTROL VALVE’.
01.07.1992 Repair ‘TWIST LOCK’.
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01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2734 Y’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE LEVER’.
23.10.1992 Repair ‘BRAKE PULL ROD’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2734 Y’
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘STANCHION’.
11.02.1993 Repair ‘TRAIN PIPE (END)’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE RETARE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2734 Y’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1993 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Repair ‘EMPTY LOAD VALVE’.
05.04.1993 Repair ‘GRADE CONTROL VALVE’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Repair ‘TWIST LOCK’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2734 Y’
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Repair ‘TWIST LOCK’.
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27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
30.10.1993 Repair ‘HANDRAILS END’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
23.12.1993 Repair ‘BOGIE SIDEFRAME’.
23.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2734 Y’
22.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2734 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2734 Y’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.05.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2735

Details: wagon ‘RQKY 2735 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 26.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.09.1996
Last Brake Cylinder: 27.04.1992
Last Single Car Test: 25.06.1993
Last Lift: 11.11.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
14.12.1989 Repair ‘STEP’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2735 A’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘TWIST LOCK’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.11.1990 Repair ‘BOGIE BEARINGS’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

28.10.1991 Repair ‘HANDRAILS’.
28.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2735 A’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE BEARERS’.
01.11.1991 Repair ‘END COMPLETE’.
01.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1991 Repair ‘VEHICLE RECLASSIFY’.
01.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2735 A’
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19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.04.1992 Repair ‘BOGIE BEARINGS’.
09.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1992 Repair ‘VEHICLE STENCILS’.
09.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2735 A’
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
24.10.1992 Repair ‘VEHICLE COMPLETE’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE LEVER’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
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25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
25.02.1993 Repair ‘TWIST LOCK’.
25.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
17.04.1993 Repair ‘HANDRAILS END’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
10.06.1993 Repair ‘TWIST LOCK’.
10.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
19.06.1993 Repair ‘TWIST LOCK’.
19.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘BRAKE PULL ROD’.
24.06.1993 Repair ‘BRANCH PIPE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2735 A’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘HAND RELEASE (AIR)’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2735 A’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
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04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2735 A’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2736

Details: wagon ‘RQKY 2736 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.07.1996
Last Brake Cylinder: 09.07.1993
Last Single Car Test: 23.01.1991
Last Lift: 25.09.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘END HOSE’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2736 J’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BEARERS’.
04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.06.1991 Repair ‘SIDE BEARER’.
04.06.1991 Repair ‘VEHICLE RECLASSIFY’.
04.06.1991 Repair ‘WHEEL SET’.
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04.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQSY 2736 J’

06.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2736 J’
19.06.1991 Repair ‘BOGIE COMPLETE’.
19.06.1991 Repair ‘VEHICLE COMPLETE’.
19.06.1991 Repair ‘VEHICLE STENCILS’.
19.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2736 J’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2736 J’
12.09.1991 Repair ‘STEP’.
12.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
16.11.1991 Repair ‘TWIST LOCK’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE LEVER’.
18.12.1991 Repair ‘BRAKE PULL ROD’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Repair ‘WHEEL SET’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
27.03.1992 Repair ‘BRAKE BLOCK RB95’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
18.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
29.04.1992 Repair ‘TWIST LOCK’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
11.06.1992 Repair ‘TWIST LOCK’.
11.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRAKE BLOCK RB95’.
25.06.1992 Repair ‘BRAKE LEVER’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘BRANCH PIPE’.
25.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Repair ‘WHEEL SET’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
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25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1993 Repair ‘BRAKE BLOCK RB95’.
09.07.1993 Repair ‘EMPTY LOAD VALVE’.
09.07.1993 Repair ‘GRADE CONTROL VALVE’.
09.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Repair ‘WHEEL SET’.
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
03.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1993 Repair ‘COUPLER KNUCKLE’.
03.10.1993 Repair ‘EMPTY LOAD VALVE’.
03.10.1993 Repair ‘END HOSE’.
03.10.1993 Repair ‘GRADE CONTROL VALVE’.
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘AXLEBOX’.
27.10.1993 Repair ‘TRAIN PIPE’.
27.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2736 J’
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
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12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2736 J’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2736 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2736 J’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2737

Details: wagon ‘RQKY 2737 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 02.09.1996
Last Brake Cylinder: 08.01.1991
Last Lift: 28.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1990 Repair ‘TWIST LOCK’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
06.04.1991 Repair ‘HANDRAILS END’.
06.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2737 S’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

26.11.1991 Repair ‘VEHICLE RECLASSIFY’.
26.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2737 S’
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
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11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2737 S’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘DOOR LOCK MECHANISM’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2737 S’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘BRAKE LEVER’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘GRADE CONTROL VALVE’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘DOOR LOCK MECHANISM’.
30.07.1992 Repair ‘WHEEL SET’.
30.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2737 S’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
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09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1992 Repair ‘EMPTY LOAD VALVE’.
09.11.1992 Repair ‘GRADE CONTROL VALVE’.
09.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘YOKE COMPLETE’.
09.11.1992 Repair ‘YOKE FOLLOWER’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
30.11.1992 Repair ‘STEP’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BOLSTER’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
19.11.1993 Repair ‘BRAKE BLOCK RB95’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2737 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2737 S’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2737 S’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2738

Details: wagon ‘RQKY 2738 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.08.1996
Last Brake Cylinder: 18.09.1991
Last Single Car Test: 26.07.1989
Last Lift: 08.02.1982
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

13.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2738 E’

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘WHEEL SET’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘WHEEL SET’.
02.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2738 E’
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1990 Repair ‘BRAKE LEVER’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘BOGIE BEARINGS’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.04.1991 Repair ‘TWIST LOCK’.
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25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2738 E’

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Repair ‘WHEEL SET’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2738 E’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1991 Repair ‘RELAY VALVE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE BLOCK RB95’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘END COMPLETE’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘SIDE BEARER’.
16.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2738 E’
26.03.1993 Repair ‘STEP’.
26.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2738 E’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BOGIE SIDEFRAME’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
25.09.1993 Repair ‘TWIST LOCK’.
25.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2738 E’
28.10.1993 Repair ‘END BRAKE COCK’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
09.11.1993 Repair ‘TWIST LOCK’.
09.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2738 E’
15.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1994 Repair ‘BRAKE BLOCK RB95’.
15.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
15.01.1994 Repair ‘BRAKE LEVER’.
15.01.1994 Repair ‘BRAKE PULL ROD’.
15.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
15.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.01.1994 Repair ‘HANDBRAKE HANDLE’.
15.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1994 Repair ‘TWIST LOCK’.
15.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2738 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQSY 2738 E’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
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22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2739

Details: wagon ‘RQKY 2739 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 29.06.1996
Last Brake Cylinder: 03.12.1992
Last Single Car Test: 11.02.1991
Last Lift: 13.01.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.10.1989 Repair ‘TRAIN PIPE (END)’.
17.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2739 N’
12.11.1989 Repair ‘HANDRAILS’.
12.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2739 N’

18030



2.709. Wagon classification starting with ‘RQK’

15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘END BRAKE COCK’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘STANCHION’.
15.11.1989 Repair ‘STEP’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1989 Repair ‘VEHICLE COMPLETE’.
15.11.1989 Repair ‘VEHICLE RETARE’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRAKE BLOCK RB95’.
14.02.1990 Repair ‘COUPLER KNUCKLE’.
14.02.1990 Repair ‘DOOR COMPLETE’.
14.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Repair ‘VEHICLE COMPLETE’.
14.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘COUPLER KNUCKLE’.
09.06.1990 Repair ‘END BRAKE COCK’.
09.06.1990 Repair ‘END HOSE’.
09.06.1990 Repair ‘TWIST LOCK’.
09.06.1990 Repair ‘TWIST LOCK’.
09.06.1990 Repair ‘TWIST LOCK’.
09.06.1990 Repair ‘TWIST LOCK’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
29.06.1990 Repair ‘END HOSE’.
29.06.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQSY 2739 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2739 N’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

18031



2. TIMS GROUP INFORMATION - WAGONS

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1991 Repair ‘CARD OR CLIP HOLDER’.
07.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2739 N’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BEARERS’.
05.12.1991 Repair ‘SIDE BEARER’.
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Repair ‘VEHICLE RECLASSIFY’.
05.12.1991 Repair ‘VEHICLE STENCILS’.
05.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2739 N’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
14.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
15.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BEARINGS’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘WHEEL SET’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1992 Repair ‘STANCHION’.
22.12.1992 Repair ‘STANCHION’.
22.12.1992 Repair ‘STANCHION’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘WHEEL SET’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
10.05.1993 Repair ‘WHEEL SET’.
10.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2739 N’
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘COUPLER KNUCKLE’.
28.05.1993 Repair ‘EMPTY LOAD VALVE’.
28.05.1993 Repair ‘GRADE CONTROL VALVE’.
28.05.1993 Repair ‘STANCHION’.
28.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
12.06.1993 Repair ‘TWIST LOCK’.
12.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
17.10.1993 Repair ‘END HOSE’.
17.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2739 N’
03.11.1993 Repair ‘TWIST LOCK’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
11.11.1993 Repair ‘END HOSE’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘END HOSE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
31.01.1994 Repair ‘END HOSE’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2739 N’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2739 N’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 2739 N’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
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03.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2740

Details: wagon ‘RQKY 2740 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 25.03.1996
Last Single Car Test: 02.08.1993
Last Lift: 15.04.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2740 J’
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE PULL ROD’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘HANDRAILS END’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘SHUNT PAD’.
11.12.1989 Repair ‘SHUNT PAD’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘VEHICLE RETARE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
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08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘STEP’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘COUPLER KNUCKLE’.
27.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
05.08.1990 Repair ‘BRAKE BLOCK RB95’.
05.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘TWIST LOCK’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.09.1990 Repair ‘GRADE CONTROL VALVE’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
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15.11.1990 Repair ‘STEP’.
15.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
27.11.1990 Repair ‘BOGIE SPRING’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
30.11.1990 Repair ‘STEP’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Repair ‘TWIST LOCK’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1991 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘EMPTY LOAD VALVE’.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘VEHICLE COMPLETE’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
17.03.1991 Repair ‘BRAKE BLOCK RB95’.
17.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
27.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2740 J’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
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15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘EMPTY LOAD VALVE’.
30.08.1991 Repair ‘GRADE CONTROL VALVE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
21.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1991 Repair ‘BRAKE LEVER’.
21.09.1991 Repair ‘WHEEL SET’.
21.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
13.10.1991 Repair ‘BRAKE BLOCK RB95’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
30.11.1991 Repair ‘BRAKE BLOCK RB95’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘WHEEL SET’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1992 Repair ‘BRAKE LEVER’.
19.11.1992 Repair ‘BRAKE PULL ROD’.
19.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
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19.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Repair ‘YOKE FOLLOWER’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘VEHICLE STENCILS’.
30.07.1993 Repair ‘WHEEL SET’.
30.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2740 J’
01.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2740 J’
24.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘HAND RELEASE (AIR)’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2740 J’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2740 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2740 J’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
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(RS4902)’. New class: ‘RQMF’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.10.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2741

Details: wagon ‘RQKY 2741 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 02.08.1996
Last Triple Valve: 30.06.1993
Last Brake Cylinder: 18.10.1990
Last Single Car Test: 19.10.1990
Last Lift: 29.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’

18041



2. TIMS GROUP INFORMATION - WAGONS

05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS
WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRAKE PULL ROD’.
15.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2741 S’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘HANDRAILS END’.
18.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.10.1990 Repair ‘STEP’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
09.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
17.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2741 S’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

17.09.1991 Repair ‘HANDRAILS’.
17.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2741 S’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BEARERS’.
12.11.1991 Repair ‘HANDRAILS END’.
12.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘VEHICLE RECLASSIFY’.
12.11.1991 Repair ‘VEHICLE STENCILS’.
12.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2741 S’
13.11.1991 Repair ‘HANDRAILS END’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
27.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
27.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2741 S’
05.12.1991 Repair ‘STEP’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1992 Repair ‘BRAKE LEVER’.
07.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
16.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
22.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BEARINGS’.
17.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘STANCHION’.
17.11.1992 Repair ‘VEHICLE COMPLETE’.
17.11.1992 Repair ‘VEHICLE RETARE’.
17.11.1992 Repair ‘WHEEL SET’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARINGS’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘WHEEL SET’.
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02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
10.10.1993 Repair ‘BOGIE SIDEFRAME’.
10.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2741 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2741 S’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2742

Details: wagon ‘RQKY 2742 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 21.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 06.09.1996
Due Triple Valve: 21.02.1990
Last Triple Valve: 20.09.1990
Last Brake Cylinder: 21.01.1993
Last Single Car Test: 07.09.1990
Last Lift: 01.03.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2742 E’
23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘STEP’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
02.11.1989 Alteration complete ‘FIT RESILIENT SIDE BEARER POCKETS TO 10 NO.

50 T PACKAGE BEARING TYPE (NOT CONVERTED) RIDE CONTROL BOGIES
FOR TESTING VERTICAL ISOLATION PADS. BOGIES ARE TO BE ASSEMBLED
AT ONE SPOT DRY CREEK WITHOUT RESILIENT SIDE BEARERS INSTALLED.
CONTACT FOR THIS PROJECT IS W. CLIFT S.T.O. R/STOCK DESIGN EXT. 4163.
AQMX TO BE SELECTED - RECLASSIFY TO ‘AQMF‘. (RS4457)’. New class:
‘AQMF’.

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.05.1990 Repair ‘COUPLER KNUCKLE’.
14.05.1990 Repair ‘EMPTY LOAD VALVE’.
14.05.1990 Repair ‘GRADE CONTROL VALVE’.
14.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1990 Repair ‘TWIST LOCK’.
14.05.1990 Repair ‘TWIST LOCK’.
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14.05.1990 Repair ‘TWIST LOCK’.
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Repair ‘VEHICLE STENCILS’.
14.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2742 E’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BEARERS’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BEARERS’.
22.10.1990 Repair ‘SIDE BEARER’.
22.10.1990 Repair ‘STEP’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
17.12.1990 Alteration complete ‘RECLASSIFY AQMF 4274 AND AQMF 2742 TO AQSY

DUE TO RSB‘S FITTED TO BOGIES. AQMF 2742, 4274. (RS4560)’. New class:
‘AQSY’.

10.01.1991 Repair ‘VEHICLE RECLASSIFY’.
10.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2742 E’
23.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘END FRAME MEMBER’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
20.09.1991 Repair ‘STEP’.
20.09.1991 Repair ‘STRIKING CASTING’.
20.09.1991 Repair ‘TWIST LOCK’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2742 E’

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COUPLER KNUCKLE’.
05.02.1992 Repair ‘EMPTY LOAD VALVE’.
05.02.1992 Repair ‘GRADE CONTROL VALVE’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Repair ‘BRAKE LEVER’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘EMPTY LOAD VALVE’.
19.03.1992 Repair ‘GRADE CONTROL VALVE’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘BOGIE WEAR PLATES’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1993 Repair ‘TRAIN PIPE (END)’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘WHEEL SET’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
05.10.1993 Repair ‘HANDRAILS’.
05.10.1993 Repair ‘STEP’.
05.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 2742 E’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
11.11.1993 Repair ‘EMPTY LOAD VALVE’.
11.11.1993 Repair ‘GRADE CONTROL VALVE’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘TRAIN PIPE’.
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
18.11.1993 Repair ‘HANDRAILS’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
04.12.1993 Repair ‘TWIST LOCK’.
04.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
23.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
23.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2742 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2742 E’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE RECLASSIFY’.
28.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2742 E’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
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29.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.07.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2744

Details: wagon ‘RQKY 2744 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.06.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.08.1996
Last Triple Valve: 22.03.1991
Last Brake Cylinder: 17.07.1990
Last Single Car Test: 22.03.1991
Last Lift: 13.01.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.07.1989 Repair ‘BRAKE BLOCK RB95’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘TWIST LOCK’.
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26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BEARINGS’.
02.10.1989 Repair ‘BOGIE SPRING’.
02.10.1989 Repair ‘END COMPLETE’.
02.10.1989 Repair ‘TWIST LOCK’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2744 W’
03.03.1990 Repair ‘STEP’.
03.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2744 W’
26.05.1990 Repair ‘STEP’.
26.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2744 W’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1990 Repair ‘TRAIN PIPE (END)’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘VEHICLE STENCILS’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘BRAKE CONTROL PIPE’.
21.03.1991 Repair ‘BRAKE PULL ROD’.
21.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.03.1991 Repair ‘HANDRAILS’.
21.03.1991 Repair ‘HANDRAILS END’.
21.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1991 Repair ‘TRAIN PIPE (END)’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2744 W’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
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RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

19.06.1991 Repair ‘HANDRAILS’.
19.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2744 W’
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE RECLASSIFY’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2744 W’
01.12.1991 Repair ‘TWIST LOCK’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘TRAIN PIPE (END)’.
03.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2744 W’
07.02.1992 Repair ‘END HOSE’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘COUPLER COMPLETE’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘EMPTY LOAD VALVE’.
29.05.1992 Repair ‘GRADE CONTROL VALVE’.
29.05.1992 Repair ‘SIDE STEP’.
29.05.1992 Repair ‘STRIKING CASTING’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘BRAKE BLOCK RB95’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Repair ‘WHEEL SET’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1992 Repair ‘TWIST LOCK’.
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13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
03.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2744 W’
18.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2744 W’
24.02.1993 Repair ‘COUPLER COMPLETE’.
24.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘ISOLATING COCK’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
13.12.1993 Repair ‘END BRAKE COCK’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2744 W’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2744 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2744 W’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
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17.06.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.02.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2745

Details: wagon ‘RQKY 2745 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 29.10.1996
Last Brake Cylinder: 12.02.1992
Last Lift: 27.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.01.1990 Repair ‘HANDRAILS’.
30.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2745 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

07.06.1991 Repair ‘STEP’.
07.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2745 X’
18.10.1991 Repair ‘HANDRAILS’.
18.10.1991 Repair ‘HANDRAILS END’.
18.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2745 X’
17.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
18.11.1991 Repair ‘TWIST LOCK’.
18.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
09.01.1992 Repair ‘BOGIE SPRING’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.02.1992 Repair ‘TWIST LOCK’.
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12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2745 X’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
09.03.1992 Repair ‘BRAKE BLOCK RB95’.
09.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘TOP CENTRE PLATE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2745 X’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BRAKE BLOCK RB95’.
10.09.1992 Repair ‘BRAKE LEVER’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘END BRAKE COCK’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2745 X’
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2745 X’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘COUPLER KNUCKLE’.
05.01.1993 Repair ‘EMPTY LOAD VALVE’.
05.01.1993 Repair ‘GRADE CONTROL VALVE’.
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Repair ‘WHEEL SET’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2745 X’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘TRAIN PIPE’.
18.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2745 X’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2745 X’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2745 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2745 X’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE RECLASSIFY’.
12.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2745 X’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

15.12.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2746

Details: wagon ‘RQKY 2746 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 28.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 02.08.1996
Last Triple Valve: 20.03.1992
Last Brake Cylinder: 06.04.1992
Last Single Car Test: 01.08.1991
Last Lift: 19.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
30.09.1989 Repair ‘HANDRAILS END’.
30.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2746 R’
11.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘BRAKE PULL ROD’.
28.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE RETARE’.
28.11.1989 Repair ‘VEHICLE STENCILS’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2746 R’

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘WHEEL SET’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘WHEEL SET’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
22.08.1990 Repair ‘STEP’.
22.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2746 R’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE BLOCK RB95’.
11.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.05.1991 Repair ‘BRAKE LEVER’.
03.05.1991 Repair ‘BRAKE PULL ROD’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Repair ‘RELAY VALVE’.
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘WHEEL SET’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
23.06.1991 Repair ‘BRAKE BLOCK RB95’.
23.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘TRAIN PIPE’.
23.07.1991 Repair ‘TRAIN PIPE’.
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2746 R’
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2746 R’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘EMPTY LOAD VALVE’.
30.07.1991 Repair ‘GRADE CONTROL VALVE’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
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26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
24.12.1991 Repair ‘BRAKE BLOCK RB95’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
31.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
22.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1992 Repair ‘BRAKE BLOCK RB95’.
11.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1992 Repair ‘COUPLER KNUCKLE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.03.1992 Repair ‘BOGIE BOLSTER’.
20.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘BRAKE CONTROL PIPE’.
20.03.1992 Repair ‘BRAKE LEVER’.
20.03.1992 Repair ‘BRAKE PIN’.
20.03.1992 Repair ‘BRAKE PULL ROD’.
20.03.1992 Repair ‘BRANCH PIPE’.
20.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘END BRAKE COCK’.
20.03.1992 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘HANDRAILS’.
20.03.1992 Repair ‘HANDRAILS END’.
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20.03.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.03.1992 Repair ‘STEP’.
20.03.1992 Repair ‘TOP CENTRE PLATE’.
20.03.1992 Repair ‘TRAIN PIPE (END)’.
20.03.1992 Repair ‘TRAIN PIPE’.
20.03.1992 Repair ‘TWIST LOCK’.
20.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE BLOCK RB95’.
06.04.1992 Repair ‘BRANCH PIPE’.
06.04.1992 Repair ‘CARD OR CLIP HOLDER’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2746 R’
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRAKE BLOCK RB95’.
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Repair ‘BOGIE BEARINGS’.
17.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.07.1993 Repair ‘BRAKE LEVER’.
17.07.1993 Repair ‘BRAKE PIN’.
17.07.1993 Repair ‘VEHICLE COMPLETE’.
17.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
19.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1993 Repair ‘BOGIE COMPLETE’.
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
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07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
17.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2746 R’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2746 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2746 R’
20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE RECLASSIFY’.
20.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2746 R’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2747

Details: wagon ‘RQKY 2747 T’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 05.07.1996
Last Brake Cylinder: 16.04.1993
Last Single Car Test: 15.11.1993
Last Lift: 25.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BEARERS’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BRAKE LEVER’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Repair ‘VEHICLE STENCILS’.

18063



2. TIMS GROUP INFORMATION - WAGONS

04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘EMPTY LOAD VALVE’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘WHEEL SET’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BEARERS’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BEARERS’.
12.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
22.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1989 Repair ‘TWIST LOCK’.
22.10.1989 Repair ‘VEHICLE COMPLETE’.
22.10.1989 Repair ‘VEHICLE COMPLETE’.
22.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1989 Repair ‘BRAKE PULL ROD’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.12.1989 Repair ‘EMPTY LOAD VALVE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘HANDRAILS’.
09.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1989 Repair ‘SHUNT PAD’.
09.12.1989 Repair ‘STEP’.
09.12.1989 Repair ‘TWIST LOCK’.
09.12.1989 Repair ‘WEAR PLATES & SADDLES’.
09.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘COUPLER KNUCKLE’.
06.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1990 Repair ‘TWIST LOCK’.
06.04.1990 Repair ‘VEHICLE COMPLETE’.
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06.04.1990 Repair ‘VEHICLE COMPLETE’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
10.05.1990 Repair ‘END HOSE’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
28.06.1990 Repair ‘TWIST LOCK’.
28.06.1990 Repair ‘TWIST LOCK’.
28.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
09.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2747 D’
28.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘SIDE BEARER’.
21.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1990 Repair ‘BRAKE PULL ROD’.
06.09.1990 Repair ‘HANDRAILS’.
06.09.1990 Repair ‘HANDRAILS END’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘SIDE BEARER’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2747 D’
26.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
24.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
03.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2747 D’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘TRAIN PIPE’.
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06.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2747 D’

14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1991 Repair ‘BOGIE COMPLETE’.
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
14.11.1991 Repair ‘COUPLER COMPLETE’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘TOP CENTRE PLATE’.
14.11.1991 Repair ‘YOKE COMPLETE’.
14.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2747 D’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1992 Repair ‘BRAKE LEVER’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BRAKE LEVER’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
18.09.1992 Repair ‘HANDRAILS’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BRAKE BLOCK RB95’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
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16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘EMPTY LOAD VALVE’.
16.04.1993 Repair ‘GRADE CONTROL VALVE’.
16.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2747 D’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE COMPLETE’.
03.11.1993 Repair ‘BRAKE PULL ROD’.
03.11.1993 Repair ‘VEHICLE COMPLETE’.
03.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2747 D’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2747 D’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2747 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQSY 2747 D’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
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(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.11.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2748

Details: wagon ‘RQKY 2748 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.03.1996
Last Triple Valve: 19.07.1988
Last Brake Cylinder: 20.02.1993
Last Single Car Test: 13.03.1989
Last Lift: 22.05.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
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OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1989 Repair ‘BRAKE BLOCK RB95’.
15.07.1989 Repair ‘BRAKE PULL ROD’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘VEHICLE RETARE’.
15.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
19.09.1989 Repair ‘HANDRAILS END’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
27.04.1990 Repair ‘STEP’.
27.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2748 M’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1990 Repair ‘HANDRAILS END’.
29.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘WHEEL SET’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1990 Repair ‘BOGIE COMPLETE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘EMPTY LOAD VALVE’.
10.09.1990 Repair ‘GRADE CONTROL VALVE’.
10.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1990 Repair ‘TWIST LOCK’.
10.09.1990 Repair ‘WHEEL SET’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.01.1991 Repair ‘COUPLER KNUCKLE’.
18.01.1991 Repair ‘EMPTY LOAD VALVE’.
18.01.1991 Repair ‘GRADE CONTROL VALVE’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘VEHICLE COMPLETE’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
02.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
06.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1991 Repair ‘BRAKE BLOCK RB95’.
06.04.1991 Repair ‘BRANCH PIPE’.
06.04.1991 Repair ‘COUPLER KNUCKLE’.
06.04.1991 Repair ‘EMPTY LOAD VALVE’.
06.04.1991 Repair ‘GRADE CONTROL VALVE’.
06.04.1991 Repair ‘TWIST LOCK’.
06.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AXLEBOX’.
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Repair ‘WHEEL SET’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
29.08.1991 Repair ‘BRAKE BLOCK RB101’.
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29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2748 M’

15.09.1991 Repair ‘BRAKE BLOCK RB95’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
14.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1991 Repair ‘BRAKE PULL ROD’.
14.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2748 M’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘EMPTY LOAD VALVE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
02.12.1991 Repair ‘WHEEL SET’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1992 Repair ‘BRAKE LEVER’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1992 Repair ‘COUPLER KNUCKLE’.
16.03.1992 Repair ‘EMPTY LOAD VALVE’.
16.03.1992 Repair ‘GRADE CONTROL VALVE’.
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
01.06.1992 Repair ‘END BRAKE COCK’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

18071



2. TIMS GROUP INFORMATION - WAGONS

23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Repair ‘VEHICLE COMPLETE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
25.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
20.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1993 Repair ‘COUPLER KNUCKLE’.
20.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1993 Repair ‘TWIST LOCK’.
20.02.1993 Repair ‘WHEEL SET’.
20.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BRAKE PULL ROD’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Repair ‘WHEEL SET’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
25.09.1993 Repair ‘TWIST LOCK’.
25.09.1993 Repair ‘TWIST LOCK’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
08.11.1993 Repair ‘BRAKE BLOCK RB95’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2748 M’
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
31.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2748 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
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25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2748 M’

29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2748 M’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2753

Details: wagon ‘RQKY 2753 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.11.1996
Last Brake Cylinder: 17.09.1991
Last Single Car Test: 13.12.1993
Last Lift: 01.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2753 V’
05.11.1989 Repair ‘COUPLER KNUCKLE’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2753 V’
08.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2753 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘END BRAKE COCK’.
15.05.1991 Repair ‘END COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2753 V’
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
17.10.1991 Repair ‘HANDRAILS’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
13.11.1991 Repair ‘BOGIE COMPLETE’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1991 Repair ‘STEP’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

18074



2.709. Wagon classification starting with ‘RQK’

19.12.1991 Repair ‘COUPLER COMPLETE’.
19.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1991 Repair ‘END BRAKE COCK’.
19.12.1991 Repair ‘END SILL’.
19.12.1991 Repair ‘FLOOR SHEETING’.
19.12.1991 Repair ‘FLOOR SUPPORT’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘SIDE SILL’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘YOKE COMPLETE’.
19.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2753 V’
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘BRAKE LEVER’.
03.01.1992 Repair ‘WHEEL SET’.
03.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2753 V’
19.01.1992 Repair ‘TWIST LOCK’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2753 V’
24.04.1992 Repair ‘BOGIE COMPLETE’.
24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2753 V’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘AIR RESERVOIRS’.
17.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Repair ‘VEHICLE RETARE’.
17.06.1992 Repair ‘WHEEL SET’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘EMPTY LOAD VALVE’.
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12.10.1992 Repair ‘GRADE CONTROL VALVE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
07.12.1992 Repair ‘YOKE CARRIER’.
07.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BRAKE BLOCK RB95’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘WHEEL SET’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘EMPTY LOAD VALVE’.
29.01.1993 Repair ‘GRADE CONTROL VALVE’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2753 V’
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
27.10.1993 Repair ‘BRAKE BLOCK OTHER’.
27.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2753 V’
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘WHEEL SET’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 2753 V’
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2753 V’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2753 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2753 V’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.06.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2754

Details: wagon ‘RQKY 2754 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 29.07.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 13.10.1996
Due Triple Valve: 01.07.1995
Last Brake Cylinder: 14.01.1994
Last Single Car Test: 19.06.1989
Last Lift: 27.05.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

28.07.1989 Repair ‘END BRAKE COCK’.
28.07.1989 Repair ‘END HOSE’.
28.07.1989 Repair ‘TRAIN PIPE (END)’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
04.09.1989 Repair ‘HANDRAILS END’.
04.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2754 H’
10.09.1989 Repair ‘BRAKE BLOCK RB95’.
10.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
01.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
19.11.1989 Repair ‘HANDRAILS END’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2754 H’
25.01.1990 Repair ‘STEP’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2754 H’
08.05.1990 Repair ‘SIDE STEP’.
08.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2754 H’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE SPRING’.
06.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
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06.07.1990 Repair ‘EMPTY LOAD VALVE’.
06.07.1990 Repair ‘END BRAKE COCK’.
06.07.1990 Repair ‘GRADE CONTROL VALVE’.
06.07.1990 Repair ‘TWIST LOCK’.
06.07.1990 Repair ‘TWIST LOCK’.
06.07.1990 Repair ‘TWIST LOCK’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1990 Repair ‘STEP’.
21.07.1990 Repair ‘TWIST LOCK’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘WHEEL SET’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
14.02.1992 Repair ‘BRAKE BLOCK RB95’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRAKE BLOCK RB95’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2754 H’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2754 H’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘EMPTY LOAD VALVE’.
20.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2754 H’
25.12.1992 Repair ‘TWIST LOCK’.
25.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2754 H’
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
10.10.1993 Repair ‘HAND RELEASE (AIR)’.
10.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘BRAKE LEVER’.
07.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘WHEEL SET’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
16.12.1993 Repair ‘BRAKE PIN’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2754 H’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2754 H’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
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06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2754 H’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.09.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
13.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2756

Details: wagon ‘RQKY 2756 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

18081



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.07.1996
Due Triple Valve: 01.06.1993
Last Brake Cylinder: 28.09.1990
Last Single Car Test: 08.02.1993
Last Lift: 01.06.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.12.1989 Repair ‘HANDRAILS END’.
03.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2756 C’
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2756 C’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQSY 2756 C’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.
28.09.1990 Repair ‘EMPTY LOAD VALVE’.
28.09.1990 Repair ‘GRADE CONTROL VALVE’.
28.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1990 Repair ‘TWIST LOCK’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘END BRAKE COCK’.
09.08.1991 Repair ‘END HOSE’.
09.08.1991 Repair ‘HANDRAILS END’.
09.08.1991 Repair ‘SIDE BEARER’.
09.08.1991 Repair ‘TRAIN PIPE (END)’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2756 C’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘TWIST LOCK’.
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03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
13.09.1991 Repair ‘BRAKE BLOCK RB95’.
13.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1991 Repair ‘BRAKE LEVER’.
17.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1991 Repair ‘VEHICLE COMPLETE’.
17.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
12.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
24.04.1992 Repair ‘BOGIE SPRING’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
28.04.1992 Repair ‘BOGIE SPRING’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
30.09.1992 Repair ‘STEP’.
30.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘TWIST LOCK’.
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08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2756 C’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARINGS’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BOGIE SPRING’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘COUPLER COMPLETE’.
18.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1993 Repair ‘COUPLER KNUCKLE’.
18.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
18.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
20.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
12.11.1993 Repair ‘BRAKE SPRING’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2756 C’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2756 C’
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18.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2758

Details: wagon ‘RQKY 2758 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.07.1996
Last Brake Cylinder: 12.03.1991
Last Lift: 10.11.1986
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
17.10.1989 Repair ‘HANDRAILS’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2758 U’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘VEHICLE RETARE’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Repair ‘TWIST LOCK’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE BEARERS’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘END COMPLETE’.
16.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1991 Repair ‘SIDE BEARER’.
16.05.1991 Repair ‘VEHICLE RECLASSIFY’.
16.05.1991 Repair ‘WHEEL SET’.
16.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2758 U’
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
22.11.1991 Repair ‘TWIST LOCK’.
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22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2758 U’

24.12.1991 Repair ‘TWIST LOCK’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
04.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
13.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘STEP’.
18.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2758 U’
20.03.1992 Repair ‘STEP’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
29.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
10.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘HOSE FITTINGS’.
30.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2758 U’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BEARINGS’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.07.1992 Repair ‘EMPTY LOAD VALVE’.
21.07.1992 Repair ‘GRADE CONTROL VALVE’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
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21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE COMPLETE’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
07.11.1992 Repair ‘TWIST LOCK’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.12.1992 Repair ‘TWIST LOCK’.
01.12.1992 Repair ‘VEHICLE COMPLETE’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
12.03.1993 Repair ‘STEP’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE SPRING’.
05.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘HOSE FITTINGS’.
05.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2758 U’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2758 U’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
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17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2758 U’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

19.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
19.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2758 U’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2760

Details: wagon ‘RQKY 2760 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 21.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.08.1996
Due Triple Valve: 01.11.1997
Last Triple Valve: 25.09.1993
Last Brake Cylinder: 14.01.1994
Last Single Car Test: 24.04.1992
Last Lift: 11.11.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.11.1989 Repair ‘STEP’.
01.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2760 C’
27.04.1990 Repair ‘VEHICLE COMPLETE’.
27.04.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2760 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘TRAIN PIPE (END)’.
16.10.1990 Repair ‘VEHICLE STENCILS’.
16.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2760 C’
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BEARERS’.
06.03.1991 Repair ‘BOGIE COMPLETE’.
06.03.1991 Repair ‘COUPLER KNUCKLE’.
06.03.1991 Repair ‘EMPTY LOAD VALVE’.
06.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘SIDE BEARER’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘VEHICLE RECLASSIFY’.
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2.709. Wagon classification starting with ‘RQK’

06.03.1991 Repair ‘VEHICLE STENCILS’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2760 C’
21.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2760 C’
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘STEP’.
16.10.1991 Repair ‘STRIKING CASTING’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BOGIE COMPLETE’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘CARD OR CLIP HOLDER’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
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15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘STEP’.
15.04.1992 Repair ‘TOP CENTRE PLATE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2760 C’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘VEHICLE COMPLETE’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BRAKE BLOCK RB95’.
30.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.06.1992 Repair ‘BRAKE LEVER’.
30.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Repair ‘TRAIN PIPE (END)’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
19.09.1992 Repair ‘HANDRAILS’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
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17.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.11.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Repair ‘STRIKING CASTING’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘BRAKE LEVER’.
07.12.1992 Repair ‘BRAKE PULL ROD’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Repair ‘TWIST LOCK’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
30.12.1992 Repair ‘TWIST LOCK’.
30.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
29.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
03.07.1993 Repair ‘TWIST LOCK’.
03.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.09.1993 Repair ‘COUPLER KNUCKLE’.
25.09.1993 Repair ‘EMPTY LOAD VALVE’.
25.09.1993 Repair ‘GRADE CONTROL VALVE’.
25.09.1993 Repair ‘TRAIN PIPE (END)’.
25.09.1993 Repair ‘TWIST LOCK’.
25.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘EMPTY LOAD VALVE’.
09.10.1993 Repair ‘GRADE CONTROL VALVE’.
09.10.1993 Repair ‘STANCHION’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘HANDRAILS END’.
14.12.1993 Repair ‘STANCHION’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2760 C’
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
01.03.1994 Repair ‘TWIST LOCK’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2760 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2760 C’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
25.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
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30.05.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.12.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2761

Details: wagon ‘RQKY 2761 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 29.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS AD CM CN CH
Return to Service Date: 19.06.1996
Last Brake Cylinder: 17.08.1993
Last Single Car Test: 17.08.1993
Last Lift: 13.01.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
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OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

08.09.1989 Repair ‘HANDRAILS END’.
08.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2761 L’
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1990 Repair ‘BRAKE LEVER’.
12.02.1990 Repair ‘BRAKE PULL ROD’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1990 Repair ‘TWIST LOCK’.
12.02.1990 Repair ‘TWIST LOCK’.
12.02.1990 Repair ‘TWIST LOCK’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
29.05.1990 Repair ‘BRAKE LEVER’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2761 L’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
03.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
14.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1990 Repair ‘BRAKE BLOCK RB95’.
03.11.1990 Repair ‘BRAKE PULL ROD’.
03.11.1990 Repair ‘COUPLER KNUCKLE’.
03.11.1990 Repair ‘STANCHION’.
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03.11.1990 Repair ‘STEP’.
03.11.1990 Repair ‘VEHICLE RETARE’.
03.11.1990 Repair ‘WHEEL SET’.
03.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
22.02.1991 Repair ‘HANDRAILS’.
22.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2761 L’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2761 L’
07.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2761 L’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘BOGIE BOLSTER’.
16.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
16.08.1991 Repair ‘BOGIE SIDEFRAME’.
16.08.1991 Repair ‘BOGIE WEAR PLATES’.
16.08.1991 Repair ‘BRAKE BLOCK RB95’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1991 Repair ‘TWIST LOCK’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
21.10.1991 Repair ‘TWIST LOCK’.
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21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2761 L’

03.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘STRIKING CASTING’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘WHEEL SET’.
19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQSY 2761 L’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘WHEEL SET’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
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03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘COUPLER KNUCKLE’.
20.01.1993 Repair ‘EMPTY LOAD VALVE’.
20.01.1993 Repair ‘GRADE CONTROL VALVE’.
20.01.1993 Repair ‘HANDRAILS’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘TWIST LOCK’.
20.01.1993 Repair ‘WHEEL SET’.
20.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK RB95’.
16.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
16.08.1993 Repair ‘WHEEL SET’.
16.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2761 L’
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2761 L’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2761 L’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
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25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.11.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2762

Details: wagon ‘RQKY 2762 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 05.07.1996
Last Brake Cylinder: 24.06.1993
Last Single Car Test: 26.05.1989
Last Lift: 15.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘VEHICLE RETARE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘SHUNT PAD’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘WHEEL SET’.
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24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
16.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRAKE BLOCK RB95’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘WHEEL SET’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Repair ‘VEHICLE COMPLETE’.
28.08.1991 Repair ‘WHEEL SET’.
28.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
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13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘TWIST LOCK’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1992 Repair ‘TWIST LOCK’.
07.03.1992 Repair ‘WHEEL SET’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
21.03.1992 Repair ‘TWIST LOCK’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
20.07.1992 Repair ‘STEP’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BEARINGS’.
24.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.06.1993 Repair ‘BOGIE COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘END BRAKE COCK’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB101’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
17.09.1993 Repair ‘BRAKE BLOCK RB101’.
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17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2762 U’

05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Repair ‘WHEEL SET’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘BRAKE PIN’.
14.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2762 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2762 U’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.12.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 2764

Details: wagon ‘RQKY 2764 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 24.06.1996
Last Brake Cylinder: 02.03.1992
Last Single Car Test: 25.08.1993
Last Lift: 28.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘COUPLER KNUCKLE’.
27.07.1989 Repair ‘HANDRAILS’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘SIDE BEARER’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2764 P’
18.08.1989 Repair ‘STEP’.
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18.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon
‘AQSY 2764 P’

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘VEHICLE RETARE’.
07.12.1989 Repair ‘WHEEL SET’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BRANCH PIPE’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘VEHICLE RETARE’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘EMPTY LOAD VALVE’.
05.03.1990 Repair ‘GRADE CONTROL VALVE’.
05.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1990 Repair ‘TRAIN PIPE (END)’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Repair ‘BRAKE LEVER’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2764 P’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Repair ‘BRAKE LEVER’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘VEHICLE STENCILS’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
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27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
02.10.1990 Repair ‘BOGIE BEARINGS’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
03.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
14.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘HOSE FITTINGS’.
05.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1991 Repair ‘STEP’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
24.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.04.1991 Repair ‘TWIST LOCK’.
25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘WHEEL SET’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2764 P’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘TWIST LOCK’.
30.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2764 P’
16.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2764 P’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘WHEEL SET’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘TRAIN PIPE’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2764 P’
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2764 P’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.05.1992 Repair ‘BRAKE PULL ROD’.
01.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘WHEEL SET’.
01.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
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03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COUPLER COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘END BRAKE COCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BEARINGS’.
01.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.03.1993 Repair ‘BRAKE BLOCK RB95’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Repair ‘YOKE COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
05.04.1993 Repair ‘STEP’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BEARERS’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK OTHER’.
24.08.1993 Repair ‘BRAKE PULL ROD’.
24.08.1993 Repair ‘BRANCH PIPE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘HANDRAILS END’.
24.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Repair ‘STEP’.
24.08.1993 Repair ‘TRAIN PIPE (END)’.
24.08.1993 Repair ‘VEHICLE COMPLETE’.
24.08.1993 Repair ‘WHEEL SET’.
24.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2764 P’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘HAND RELEASE (AIR)’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2764 P’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE RECLASSIFY’.
03.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2764 P’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.11.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2766

Details: wagon ‘RQKY 2766 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.03.1996
Last Brake Cylinder: 18.06.1992
Last Lift: 08.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE STENCILS’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
29.04.1990 Repair ‘STEP’.
29.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2766 K’
11.05.1990 Repair ‘HANDRAILS END’.
11.05.1990 Repair ‘LADDER’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2766 K’
24.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2766 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.02.1991 Repair ‘HANDRAILS’.
18.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2766 K’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.
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02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BEARERS’.
02.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.09.1991 Repair ‘TRAIN PIPE’.
02.09.1991 Repair ‘VEHICLE RECLASSIFY’.
02.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2766 K’
03.09.1991 Repair ‘HANDRAILS’.
03.09.1991 Repair ‘HANDRAILS END’.
03.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2766 K’
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Repair ‘VEHICLE STENCILS’.
17.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2766 K’
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
01.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
16.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2766 K’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.06.1992 Repair ‘BRAKE LEVER’.
18.06.1992 Repair ‘BRAKE PIN’.
18.06.1992 Repair ‘BRAKE PULL ROD’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1993 Repair ‘WHEEL SET’.
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25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.04.1993 Repair ‘VEHICLE COMPLETE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
23.06.1993 Repair ‘STEP’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Repair ‘WHEEL SET’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2766 K’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2766 K’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.03.1996 Repair ‘VEHICLE COMPLETE’.
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25.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2767

Details: wagon ‘RQKY 2767 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.02.1996
Last Brake Cylinder: 17.05.1990
Last Single Car Test: 08.11.1993
Last Lift: 10.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.08.1989 Repair ‘HANDRAILS’.
06.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2767 T’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.
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21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘VEHICLE STENCILS’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘COUPLER KNUCKLE’.
19.07.1991 Repair ‘EMPTY LOAD VALVE’.
19.07.1991 Repair ‘GRADE CONTROL VALVE’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2767 T’
27.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2767 T’
18.10.1991 Repair ‘TWIST LOCK’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
26.11.1991 Repair ‘BOGIE SPRING’.
26.11.1991 Repair ‘BOGIE SPRING’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
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30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘STRIKING CASTING’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
11.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE BEARERS’.
28.08.1992 Repair ‘VEHICLE COMPLETE’.
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BEARINGS’.
06.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘CARD OR CLIP HOLDER’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
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16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2767 T’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1993 Repair ‘BRAKE LEVER’.
15.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRAKE BLOCK RB95’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1993 Repair ‘VEHICLE COMPLETE’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1993 Repair ‘BRAKE BLOCK RB95’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘HANDRAILS END’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2767 T’
20.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1993 Repair ‘COUPLER KNUCKLE’.
20.11.1993 Repair ‘EMPTY LOAD VALVE’.
20.11.1993 Repair ‘GRADE CONTROL VALVE’.
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
27.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
29.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1993 Repair ‘BOGIE COMPLETE’.
29.12.1993 Repair ‘BRAKE BLOCK RB101’.
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29.12.1993 Repair ‘GRADE CONTROL VALVE’.
29.12.1993 Repair ‘WHEEL SET’.
29.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2767 T’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2767 T’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2768

Details: wagon ‘RQKY 2768 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
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BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.07.1996
Last Triple Valve: 19.04.1988
Last Brake Cylinder: 20.02.1990
Last Single Car Test: 27.11.1990
Last Lift: 11.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.09.1989 Repair ‘STEP’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2768 F’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
21.02.1990 Repair ‘END HOSE’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2768 F’
29.04.1990 Repair ‘BRAKE BLOCK RB95’.
29.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘CARD OR CLIP HOLDER’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2768 F’
11.12.1990 Repair ‘TWIST LOCK’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.06.1991 Repair ‘BOGIE BEARERS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘END COMPLETE’.
03.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1991 Repair ‘VEHICLE RECLASSIFY’.
03.06.1991 Repair ‘WHEEL SET’.
03.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2768 F’
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘VEHICLE COMPLETE’.
06.06.1991 Repair ‘VEHICLE STENCILS’.
06.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2768 F’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘STANCHION’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘VEHICLE RETARE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1991 Repair ‘STEP’.
08.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2768 F’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘STRIKING CASTING’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1992 Repair ‘BRAKE LEVER’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1992 Repair ‘TWIST LOCK’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.02.1993 Repair ‘BRAKE LEVER’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1993 Repair ‘SHUNT PAD’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘WHEEL SET’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1993 Repair ‘TRAIN PIPE (END)’.
31.08.1993 Repair ‘VEHICLE COMPLETE’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
15.09.1993 Repair ‘STEP’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BRAKE LEVER’.
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
23.11.1993 Repair ‘VEHICLE COMPLETE’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE PULL ROD’.
30.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘VEHICLE COMPLETE’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2768 F’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
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05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2768 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2768 F’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2768 F’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.02.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2770

Details: wagon ‘RQKY 2770 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.10.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.10.1996
Last Brake Cylinder: 13.04.1993
Last Single Car Test: 15.12.1993
Last Lift: 26.10.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘EMPTY LOAD VALVE’.
09.08.1989 Repair ‘GRADE CONTROL VALVE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
14.05.1990 Repair ‘TWIST LOCK’.
14.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2770 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE BEARERS’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘SIDE BEARER’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
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22.03.1991 Repair ‘VEHICLE RECLASSIFY’.
22.03.1991 Repair ‘VEHICLE STENCILS’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
24.11.1991 Repair ‘TWIST LOCK’.
24.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
08.10.1992 Repair ‘HANDRAILS’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
14.01.1993 Repair ‘TWIST LOCK’.
14.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
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13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
17.05.1993 Repair ‘TWIST LOCK’.
17.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
29.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1993 Repair ‘CENTRE SILL’.
29.05.1993 Repair ‘COUPLER COMPLETE’.
29.05.1993 Repair ‘STRIKING CASTING’.
29.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE PULL ROD’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2770 K’
30.10.1993 Repair ‘STRIKING CASTING’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BRANCH PIPE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2770 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2770 K’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
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26.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2771

Details: wagon ‘RQKY 2771 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.04.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 11.04.1995
Last Triple Valve: 20.02.1989
Last Brake Cylinder: 17.07.1992
Last Lift: 31.01.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.08.1989 Repair ‘HANDRAILS’.
06.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2771 T’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘STANCHION’.
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06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE RETARE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BEARERS’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘END COMPLETE’.
16.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1991 Repair ‘TWIST LOCK’.
16.07.1991 Repair ‘VEHICLE RECLASSIFY’.
16.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2771 T’
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Repair ‘VEHICLE STENCILS’.
22.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2771 T’
08.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2771 T’
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2771 T’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BRAKE BLOCK RB95’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘EMPTY LOAD VALVE’.
17.07.1992 Repair ‘GRADE CONTROL VALVE’.
17.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BEARERS’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘WHEEL SET’.
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30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
11.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1993 Repair ‘COUPLER KNUCKLE’.
11.05.1993 Repair ‘VEHICLE COMPLETE’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘END BRAKE COCK’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
16.10.1993 Repair ‘HANDRAILS’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2771 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE RECLASSIFY’.
30.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2771 T’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 2773

Details: wagon ‘RQKY 2773 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 01.01.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.07.1996
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 31.08.1989
Last Single Car Test: 20.12.1989
Last Lift: 04.12.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Repair ‘TRAIN PIPE’.
18.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2773 Y’
05.03.1990 Repair ‘BOGIE COMPLETE’.
05.03.1990 Repair ‘STEP’.
05.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2773 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

25.07.1991 Repair ‘BOGIE BEARERS’.
25.07.1991 Repair ‘CARD OR CLIP HOLDER’.
25.07.1991 Repair ‘HANDRAILS’.
25.07.1991 Repair ‘HANDRAILS END’.
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25.07.1991 Repair ‘VEHICLE RECLASSIFY’.
25.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2773 Y’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘END COMPLETE’.
26.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2773 Y’
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘VEHICLE COMPLETE’.
31.07.1991 Repair ‘VEHICLE STENCILS’.
31.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2773 Y’
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
16.11.1991 Repair ‘TWIST LOCK’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
05.12.1991 Repair ‘TWIST LOCK’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE BEARERS’.
11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘BOGIE BEARINGS’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘WHEEL SET’.
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15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.02.1993 Repair ‘EMPTY LOAD VALVE’.
23.02.1993 Repair ‘GRADE CONTROL VALVE’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘WHEEL SET’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2773 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2773 Y’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AQSY 2773 Y’
12.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
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02.06.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

14.01.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2774

Details: wagon ‘RQKY 2774 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 09.02.1996
Due Triple Valve: 04.03.1997
Last Brake Cylinder: 14.02.1992
Last Lift: 04.03.1987
Cont Connector Type:] P
Cont Max Slots: 3

26.09.1984 Alteration complete ‘FIT (4) FOUR NO. 1435MM GAUGE BK BOGIES (50T)
WITH ‘LORD’ L-C PADS ONLY AND (4) FOUR NO. 1435MM GAUGE BK BOGIES
(50T) WITH ‘LORD’ L-C PADS AND ‘STUCKI’ CONSTANT CONTACT SIDE
BEARERS FOR TRIAL PURPOSES UNDER ‘AQMX’ FLAT WAGONS
RECLASSIFIED TO ‘AQMY‘. (BOLSTER PART NO. B797). AQMY 4301 (RS4000)’.
New class: ‘AQMY’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE

18132



2.709. Wagon classification starting with ‘RQK’

ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQMY TO AQMF - REFER RS4231
(RS3056)’. New class: ‘AQMF’.

04.11.1989 Repair ‘HANDRAILS’.
04.11.1989 Repair ‘HANDRAILS END’.
04.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2774 A’
15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.01.1990 Repair ‘BRAKE PULL ROD’.
15.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
15.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Repair ‘TWIST LOCK’.
15.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2774 A’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘COUPLER KNUCKLE’.
06.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1990 Repair ‘TWIST LOCK’.
06.07.1990 Repair ‘TWIST LOCK’.
06.07.1990 Repair ‘WHEEL SET’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2774 A’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BEARERS’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Repair ‘END COMPLETE’.
24.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1991 Repair ‘VEHICLE RECLASSIFY’.
24.09.1991 Repair ‘WHEEL SET’.
24.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2774 A’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘COUPLER KNUCKLE’.
14.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Repair ‘WHEEL SET’.
14.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2774 A’
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26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2774 A’
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2774 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2774 A’
27.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1994 Repair ‘END BRAKE COCK’.
27.04.1994 Repair ‘END HOSE’.
27.04.1994 Repair ‘TRAIN PIPE (END)’.
27.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2774 A’
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2774 A’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.10.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2775

13.04.1995 Reclassified from wagon ‘RQKY 2775 C’ to ’ wagon ‘RQMF 2775 B’.

RQKY 2776

Details: wagon ‘RQKY 2776 L’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.11.1996
Last Triple Valve: 06.08.1992
Last Brake Cylinder: 01.09.1990
Last Single Car Test: 04.06.1991
Last Lift: 30.08.1977
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.12.1989 Repair ‘END HOSE’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
13.05.1990 Repair ‘STEP’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2776 S’
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘EMPTY LOAD VALVE’.
01.09.1990 Repair ‘END BRAKE COCK’.
01.09.1990 Repair ‘END HOSE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.
01.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1990 Repair ‘TRAIN PIPE (END)’.
01.09.1990 Repair ‘TWIST LOCK’.
01.09.1990 Repair ‘TWIST LOCK’.
01.09.1990 Repair ‘TWIST LOCK’.
01.09.1990 Repair ‘TWIST LOCK’.
01.09.1990 Repair ‘VEHICLE STENCILS’.
01.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2776 S’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

18.02.1991 Repair ‘HANDRAILS’.
18.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2776 S’
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
02.04.1991 Repair ‘TWIST LOCK’.
02.04.1991 Repair ‘TWIST LOCK’.
02.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE STENCILS’.
05.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2776 S’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘END BRAKE COCK’.
07.05.1991 Repair ‘END HOSE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
25.06.1991 Repair ‘STEP’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
10.10.1991 Repair ‘BOGIE BEARERS’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘END COMPLETE’.
10.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1991 Repair ‘VEHICLE RECLASSIFY’.
10.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2776 S’
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
11.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
16.11.1991 Repair ‘TWIST LOCK’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
02.12.1991 Repair ‘TWIST LOCK’.
02.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.01.1992 Repair ‘TWIST LOCK’.
24.01.1992 Repair ‘VEHICLE COMPLETE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2776 S’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
02.05.1992 Repair ‘STEP’.
02.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2776 S’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Repair ‘TWIST LOCK’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2776 S’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2776 S’
27.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2776 S’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Repair ‘VEHICLE RECLASSIFY’.
14.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2776 S’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
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03.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2777

Details: wagon ‘RQKY 2777 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.08.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.05.1996
Due Triple Valve: 20.11.1992
Last Brake Cylinder: 24.04.1989
Last Single Car Test: 17.03.1993
Last Lift: 01.07.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
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18.02.1990 Repair ‘COUPLER KNUCKLE’.
18.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘STANCHION’.
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Repair ‘VEHICLE COMPLETE’.
27.06.1990 Repair ‘VEHICLE RETARE’.
27.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
21.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
08.10.1990 Repair ‘BRAKE BLOCK RB95’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘EMPTY LOAD VALVE’.
06.12.1990 Repair ‘GRADE CONTROL VALVE’.
06.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
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12.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1991 Repair ‘BRAKE BLOCK RB95’.
21.03.1991 Repair ‘COUPLER KNUCKLE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1991 Repair ‘SHUNT PAD’.
21.03.1991 Repair ‘SHUNT PAD’.
21.03.1991 Repair ‘SHUNT PAD’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
02.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2777 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2777 E’
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Repair ‘BRAKE BLOCK RB95’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
15.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
08.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.11.1991 Repair ‘TWIST LOCK’.
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20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BRANCH PIPE’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
01.03.1992 Repair ‘HANDRAILS’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
29.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1992 Repair ‘BRAKE BLOCK RB95’.
11.04.1992 Repair ‘BRAKE PULL ROD’.
11.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘EMPTY LOAD VALVE’.
11.04.1992 Repair ‘GRADE CONTROL VALVE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
26.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE COMPLETE’.
08.03.1993 Repair ‘BRAKE PULL ROD’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘END BRAKE COCK’.
08.03.1993 Repair ‘GRADE CONTROL VALVE’.
08.03.1993 Repair ‘RELAY VALVE’.
08.03.1993 Repair ‘VEHICLE COMPLETE’.
08.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 2777 E’
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘WHEEL SET’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE SIDEFRAME’.
08.12.1993 Repair ‘HOSE FITTINGS’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2777 E’
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BRAKE BLOCK RB95’.
04.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
10.01.1994 Repair ‘STEP’.
10.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2777 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
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(NRC023)’. New class: ‘RQKY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2777 E’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2778

Details: wagon ‘RQKY 2778 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.11.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.12.1995
Last Brake Cylinder: 02.03.1993
Last Single Car Test: 03.03.1988
Last Lift: 20.12.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.11.1989 Alteration complete ‘FIT RESILIENT SIDE BEARER POCKETS TO 10 NO.
50 T PACKAGE BEARING TYPE (NOT CONVERTED) RIDE CONTROL BOGIES
FOR TESTING VERTICAL ISOLATION PADS. BOGIES ARE TO BE ASSEMBLED
AT ONE SPOT DRY CREEK WITHOUT RESILIENT SIDE BEARERS INSTALLED.
CONTACT FOR THIS PROJECT IS W. CLIFT S.T.O. R/STOCK DESIGN EXT. 4163.
AQMX TO BE SELECTED - RECLASSIFY TO ‘AQMF‘. (RS4457)’. New class:
‘AQMF’.

05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2778 N’
16.02.1990 Repair ‘VEHICLE COMPLETE’.
16.02.1990 Repair ‘VEHICLE STENCILS’.
16.02.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2778 N’
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Repair ‘STEP’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2778 N’
04.06.1990 Repair ‘HANDRAILS’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2778 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BEARERS’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘BRAKE PULL ROD’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1990 Repair ‘SIDE BEARER’.
20.09.1990 Repair ‘STANCHION’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Repair ‘VEHICLE RETARE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
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22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BEARERS’.
22.10.1990 Repair ‘SIDE BEARER’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE ADAPTER’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Repair ‘CARD OR CLIP HOLDER’.
27.11.1990 Repair ‘COUPLER KNUCKLE’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1990 Repair ‘WHEEL SET’.
27.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘TRAIN PIPE (END)’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2778 N’
06.11.1991 Alteration complete ‘RE-STENCIL & RECLASSIFY WAGON ‘AQMF 2778’

TO ‘AQSY 2778’ FOR 110 KM/H TRAFFIC OPERATION. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. AQMF 2778 (RS4653)’. New class:
‘AQSY’.

07.11.1991 Repair ‘VEHICLE RECLASSIFY’.
07.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2778 N’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
19.05.1992 Repair ‘END FRAME MEMBER’.
19.05.1992 Repair ‘HANDRAILS’.
19.05.1992 Repair ‘HANDRAILS END’.
19.05.1992 Repair ‘STEP’.
19.05.1992 Repair ‘TWIST LOCK’.
19.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2778 N’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
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20.05.1992 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.05.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2778 N’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRANCH PIPE’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE ADAPTER’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
18.05.1993 Repair ‘TWIST LOCK’.
18.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
14.06.1993 Repair ‘TWIST LOCK’.
14.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
02.10.1993 Repair ‘TWIST LOCK’.
02.10.1993 Repair ‘TWIST LOCK’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BOLSTER’.
21.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.12.1993 Repair ‘BOGIE SIDEFRAME’.
21.12.1993 Repair ‘BRAKE BLOCK RB95’.
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21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2778 N’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2778 N’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 2779

Details: wagon ‘RQKY 2779 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 05.11.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.05.1996
Due Triple Valve: 01.04.1991
Last Triple Valve: 05.04.1988
Last Brake Cylinder: 05.04.1988
Last Single Car Test: 31.05.1991
Last Lift: 20.08.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.07.1989 Repair ‘HANDRAILS END’.
14.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2779 W’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2779 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BOGIE BEARERS’.
31.05.1991 Repair ‘BOGIE COMPLETE’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1991 Repair ‘SIDE BEARER’.
31.05.1991 Repair ‘VEHICLE RECLASSIFY’.
31.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2779 W’
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04.06.1991 Repair ‘BOGIE COMPLETE’.
04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
04.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2779 W’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘TWIST LOCK’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘WHEEL SET’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
03.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
03.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
16.01.1992 Repair ‘STEP’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
27.02.1992 Repair ‘HANDRAILS’.
27.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2779 W’
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BRAKE BLOCK RB95’.
09.03.1992 Repair ‘STEP’.
09.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2779 W’
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
20.08.1992 Repair ‘BOGIE COMPLETE’.
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20.08.1992 Repair ‘STEP’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2779 W’
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘EMPTY LOAD VALVE’.
22.09.1992 Repair ‘GRADE CONTROL VALVE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
02.01.1993 Repair ‘TWIST LOCK’.
02.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
25.04.1993 Repair ‘TWIST LOCK’.
25.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
27.04.1993 Repair ‘TWIST LOCK’.
27.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
23.07.1993 Repair ‘STEP’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
02.08.1993 Repair ‘STEP’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
15.08.1993 Repair ‘TWIST LOCK’.
15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE COMPLETE’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
05.10.1993 Repair ‘WHEEL SET’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2779 W’
11.10.1993 Repair ‘TWIST LOCK’.
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11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2779 W’

05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2779 W’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2779 W’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
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27.02.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2780

Details: wagon ‘RQKY 2780 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.02.1996
Due Triple Valve: 15.02.1992
Last Triple Valve: 21.12.1992
Last Brake Cylinder: 24.04.1992
Last Single Car Test: 21.12.1992
Last Lift: 12.04.1984
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 6 NO.‘AQMX’ (1600 MM BOGIES) CONTAINER FLAT
WAGONS.‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ABSC‘. AQMX AS
SELECTED. (RS4229)’. New class: ‘AQSY’.

04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
15.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
29.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1989 Repair ‘COUPLER KNUCKLE’.
16.12.1989 Repair ‘EMPTY LOAD VALVE’.
16.12.1989 Repair ‘GRADE CONTROL VALVE’.
16.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1989 Repair ‘SHUNT PAD’.
16.12.1989 Repair ‘STEP’.
16.12.1989 Repair ‘TWIST LOCK’.
16.12.1989 Repair ‘TWIST LOCK’.
16.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
23.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2780 S’
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
03.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Repair ‘COUPLER KNUCKLE’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
05.05.1990 Repair ‘BOGIE SPRING’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
10.05.1990 Repair ‘BRAKE BLOCK RB95’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
02.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
17.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
20.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
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03.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.08.1990 Repair ‘BRAKE LEVER’.
07.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
24.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘BRAKE LEVER’.
29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

06.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
20.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
26.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2780 S’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1991 Repair ‘BRAKE PULL ROD’.

18155



2. TIMS GROUP INFORMATION - WAGONS

15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘EMPTY LOAD VALVE’.
15.01.1991 Repair ‘GRADE CONTROL VALVE’.
15.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1991 Repair ‘BRAKE LEVER’.
15.02.1991 Repair ‘BRAKE PULL ROD’.
15.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1991 Repair ‘STANCHION’.
15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE RETARE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BRAKE LEVER’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
05.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2780 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1991 Repair ‘BOGIE BOLSTER’.
11.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1991 Repair ‘BOGIE SIDEFRAME’.
11.05.1991 Repair ‘COUPLER KNUCKLE’.
11.05.1991 Repair ‘TWIST LOCK’.
11.05.1991 Repair ‘TWIST LOCK’.
11.05.1991 Repair ‘WHEEL SET’.
11.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘TWIST LOCK’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
22.06.1991 Repair ‘BRAKE BLOCK RB95’.
22.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
27.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
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07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
30.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2780 S’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
17.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
15.01.1992 Repair ‘TWIST LOCK’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COUPLER KNUCKLE’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1992 Repair ‘BRAKE PULL ROD’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
21.02.1992 Repair ‘BOGIE SPRING’.
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21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2780 S’

26.02.1992 Repair ‘BRAKE BLOCK RB95’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1992 Repair ‘BOGIE SIDEFRAME’.
24.04.1992 Repair ‘BOGIE SPRING’.
24.04.1992 Repair ‘BRAKE BLOCK RB101’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
24.04.1992 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE SPRING’.
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1992 Repair ‘BRAKE LEVER’.
09.07.1992 Repair ‘BRAKE PULL ROD’.
09.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘VEHICLE COMPLETE’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
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24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BEARERS’.
03.12.1992 Repair ‘BOGIE FRICTION WEDGE’.
03.12.1992 Repair ‘BOGIE WEAR PLATES’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘VEHICLE STENCILS’.
21.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 2780 S’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE BOLSTER’.
22.02.1993 Repair ‘BOGIE FRICTION WEDGE’.
22.02.1993 Repair ‘BOGIE SIDEFRAME’.
22.02.1993 Repair ‘BOGIE SPRING’.
22.02.1993 Repair ‘BRAKE BLOCK RB95’.
22.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
13.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2780 S’
22.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2780 S’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.01.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2781

Details: wagon ‘RQKY 2781 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.05.1996
Last Brake Cylinder: 19.03.1991
Last Single Car Test: 22.08.1989
Last Lift: 15.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Repair ‘STANCHION’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘VEHICLE RETARE’.
11.07.1989 Repair ‘VEHICLE STENCILS’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE COMPLETE’.
21.08.1989 Repair ‘BRAKE LEVER’.
21.08.1989 Repair ‘BRAKE PULL ROD’.
21.08.1989 Repair ‘HANDRAILS’.
21.08.1989 Repair ‘HANDRAILS END’.
21.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘SIDE BEARER’.
21.08.1989 Repair ‘TOP CENTRE PLATE’.
21.08.1989 Repair ‘TRAIN PIPE (END)’.
21.08.1989 Repair ‘TWIST LOCK’.
21.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2781 E’
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
09.10.1989 Repair ‘TWIST LOCK’.
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09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2781 E’

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
13.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘CARD OR CLIP HOLDER’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Repair ‘TWIST LOCK’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
06.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘BOGIE COMPLETE’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BRAKE PULL ROD’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘STRIKING CASTING’.
11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
13.12.1991 Repair ‘TWIST LOCK’.
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13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2781 E’

18.12.1991 Repair ‘STEP’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
07.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2781 E’
17.01.1992 Repair ‘STEP’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘EMPTY LOAD VALVE’.
23.01.1992 Repair ‘GRADE CONTROL VALVE’.
23.01.1992 Repair ‘SIDE BEARER’.
23.01.1992 Repair ‘TWIST LOCK’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
12.02.1992 Repair ‘STEP’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2781 E’
18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘STEP’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
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23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2781 E’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BRAKE BLOCK RB95’.
29.01.1993 Repair ‘HOSE FITTINGS’.
29.01.1993 Repair ‘WHEEL SET’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2781 E’
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1993 Repair ‘BOGIE WEAR PLATES’.
24.07.1993 Repair ‘BRAKE BLOCK RB95’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1993 Repair ‘TWIST LOCK’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRANCH PIPE’.
12.08.1993 Repair ‘TRAIN PIPE’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2781 E’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
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17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
29.12.1993 Repair ‘TWIST LOCK’.
29.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2781 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2781 E’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.11.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2784

Details: wagon ‘RQKY 2784 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.11.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 14.08.1996
Last Brake Cylinder: 15.11.1993
Last Single Car Test: 11.03.1994
Last Lift: 11.01.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE RETARE’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘EMPTY LOAD VALVE’.
26.07.1989 Repair ‘GRADE CONTROL VALVE’.
26.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
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26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘WHEEL SET’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
26.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2784 X’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘COUPLER KNUCKLE’.
01.11.1989 Repair ‘EMPTY LOAD VALVE’.
01.11.1989 Repair ‘END HOSE’.
01.11.1989 Repair ‘GRADE CONTROL VALVE’.
01.11.1989 Repair ‘TRAIN PIPE’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Repair ‘TWIST LOCK’.
01.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
29.10.1990 Repair ‘BRAKE BLOCK RB95’.
29.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2784 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BEARERS’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘END COMPLETE’.
02.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1991 Repair ‘VEHICLE RECLASSIFY’.
02.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2784 X’
10.07.1991 Repair ‘BOGIE COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE STENCILS’.
10.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2784 X’
28.07.1991 Repair ‘HANDRAILS END’.
28.07.1991 Repair ‘HANDRAILS END’.
28.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2784 X’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
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07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2784 X’

07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 2784 X’

13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
05.11.1991 Repair ‘STEP’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
13.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
24.12.1991 Repair ‘BRAKE BLOCK RB95’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
05.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
16.02.1992 Repair ‘BRAKE BLOCK RB95’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
12.04.1992 Repair ‘BRAKE BLOCK RB95’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
24.07.1992 Repair ‘SIDE STEP’.
24.07.1992 Repair ‘TWIST LOCK’.
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24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2784 X’

21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
29.03.1993 Repair ‘BOGIE BEARINGS’.
29.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2784 X’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘WHEEL SET’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
04.09.1993 Repair ‘HANDRAILS END’.
04.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2784 X’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE BEARINGS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘HAND RELEASE (AIR)’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘BRAKE PULL ROD’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘EMPTY LOAD VALVE’.
15.11.1993 Repair ‘GRADE CONTROL VALVE’.
15.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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15.11.1993 Repair ‘WHEEL SET’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
09.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1994 Repair ‘BOGIE BEARINGS’.
09.03.1994 Repair ‘TRAIN PIPE (END)’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE STENCILS’.
09.03.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 2784 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2784 X’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.12.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2785

Details: wagon ‘RQKY 2785 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 19.11.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.09.1996
Last Brake Cylinder: 23.12.1993
Last Single Car Test: 16.10.1989
Last Lift: 10.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

06.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1989 Repair ‘HANDRAILS’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BEARERS’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
16.09.1989 Repair ‘TWIST LOCK’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BRAKE BLOCK RB101’.
06.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2785 R’

05.01.1990 Repair ‘BRAKE LEVER’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2785 R’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE BEARERS’.
05.02.1990 Repair ‘SIDE BEARER’.
05.02.1990 Repair ‘TRAIN PIPE’.
05.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘STANCHION’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE RETARE’.
23.02.1990 Repair ‘WHEEL SET’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.03.1990 Repair ‘VEHICLE COMPLETE’.
08.03.1990 Repair ‘VEHICLE COMPLETE’.
08.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
23.04.1990 Repair ‘STEP’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2785 R’
19.05.1990 Repair ‘BRAKE BLOCK RB95’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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01.10.1990 Repair ‘BOGIE BEARINGS’.
01.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘EMPTY LOAD VALVE’.
04.10.1990 Repair ‘GRADE CONTROL VALVE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
05.10.1990 Repair ‘BOGIE BEARINGS’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
20.12.1990 Repair ‘BRAKE BLOCK RB95’.
20.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
05.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 2785 R’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 2785 R’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
06.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRANCH PIPE’.
18.11.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘EMPTY LOAD VALVE’.
18.11.1991 Repair ‘GRADE CONTROL VALVE’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
30.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
01.12.1991 Repair ‘COUPLER KNUCKLE’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BEARERS’.
06.02.1992 Repair ‘SIDE BEARER’.
06.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
25.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
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22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
09.10.1992 Repair ‘HANDRAILS END’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1992 Repair ‘END BRAKE COCK’.
19.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE BEARINGS’.
14.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1993 Repair ‘VEHICLE COMPLETE’.
14.01.1993 Repair ‘WHEEL SET’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRANCH PIPE’.
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BEARERS’.
10.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2785 R’
26.09.1993 Repair ‘TWIST LOCK’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2785 R’
23.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
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28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2785 R’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 2787

Details: wagon ‘RQKY 2787 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 22.11.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.08.1996
Last Brake Cylinder: 08.06.1990
Last Single Car Test: 14.07.1992
Last Lift: 25.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.02.1990 Repair ‘HANDRAILS END’.
14.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 2787 M’
22.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2787 M’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2787 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE BEARERS’.
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2787 M’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE COMPLETE’.
08.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.07.1991 Repair ‘HANDRAILS’.
08.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2787 M’
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16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘VEHICLE COMPLETE’.
16.07.1991 Repair ‘VEHICLE STENCILS’.
16.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 2787 M’
05.08.1991 Repair ‘HANDRAILS END’.
05.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
16.01.1992 Repair ‘STEP’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
20.01.1992 Repair ‘STEP’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
04.02.1992 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE BLOCK RB95’.
07.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1992 Repair ‘HOSE FITTINGS’.
07.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2787 M’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE LEVER’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 2787 M’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
12.10.1992 Repair ‘STEP’.
12.10.1992 Repair ‘TWIST LOCK’.
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12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 2787 M’

22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘WHEEL SET’.
22.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2787 M’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRAKE PULL ROD’.
04.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1993 Repair ‘STEP’.
04.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 2787 M’
31.07.1993 Repair ‘TWIST LOCK’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BRAKE BLOCK RB95’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2787 M’
19.10.1993 Repair ‘STEP’.
19.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 2787 M’
29.11.1993 Repair ‘TWIST LOCK’.
29.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
11.01.1994 Repair ‘HANDRAILS’.
11.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 2787 M’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2787 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 2787 M’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
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29.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3038

Details: wagon ‘RQKY 3038 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 23.08.1996
Due Triple Valve: 23.05.1990
Last Brake Cylinder: 02.11.1991
Last Single Car Test: 14.08.1989
Last Lift: 31.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

17.05.1989 Alteration ‘FIT MANGANESE SIDE BEARER WEARPLATES TO 3 NO.
‘AQSY’ CONTAINER FLAT WAGONS NOT ALREADY FITTED, DURING SIDE
BEARER CONVERSION AS FOR ALT. FORM RS4342. ALL OUTSTANDING
VEHICLES UNDER RS4342 TO BE FITTED ACCORDINGLY. AQSY 2031, 2024,
3038. (RS4421)’.

07.07.1989 Repair ‘SIDE STEP’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRAKE BLOCK RB101’.
04.08.1989 Repair ‘WHEEL SET’.
04.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3038 H’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
07.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3038 H’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.02.1990 Repair ‘STEP’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
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27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE BEARINGS’.
18.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘WHEEL SET’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘WHEEL SET’.
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3038 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE PULL ROD’.
06.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3038 H’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
27.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
30.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
10.08.1991 Repair ‘TWIST LOCK’.
10.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
17.09.1991 Repair ‘CARD OR CLIP HOLDER’.
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17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3038 H’

13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
20.10.1991 Repair ‘TWIST LOCK’.
20.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
02.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1991 Repair ‘BRAKE BLOCK RB95’.
02.11.1991 Repair ‘COUPLER KNUCKLE’.
02.11.1991 Repair ‘EMPTY LOAD VALVE’.
02.11.1991 Repair ‘GRADE CONTROL VALVE’.
02.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1991 Repair ‘TWIST LOCK’.
02.11.1991 Repair ‘WHEEL SET’.
02.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
09.11.1991 Repair ‘TWIST LOCK’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
20.12.1991 Repair ‘BRAKE BLOCK RB95’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
18.04.1992 Repair ‘BRAKE BLOCK RB95’.
18.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
01.05.1992 Repair ‘HANDRAILS’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
09.07.1992 Repair ‘STEP’.
09.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3038 H’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
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20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BRAKE BLOCK RB101’.
20.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.11.1992 Repair ‘EMPTY LOAD VALVE’.
20.11.1992 Repair ‘GRADE CONTROL VALVE’.
20.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1992 Repair ‘SIDE STEP’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘TOP CENTRE PLATE’.
18.12.1992 Repair ‘WHEEL SET’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3038 H’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Repair ‘WHEEL SET’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
16.12.1993 Repair ‘BRAKE BLOCK OTHER’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3038 H’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
11.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3038 H’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3038 H’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3039

Details: wagon ‘RQKY 3039 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 27.08.1975
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.10.1995
Last Triple Valve: 20.10.1991
Last Brake Cylinder: 01.06.1991
Last Single Car Test: 15.07.1991
Last Lift: 01.01.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

17.07.1989 Repair ‘HANDRAILS END’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3039 Q’
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE SPRING’.
20.06.1990 Repair ‘BOGIE SPRING PLATES’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘TWIST LOCK’.
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20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.09.1990 Repair ‘BRAKE BLOCK RB95’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1990 Repair ‘COUPLER KNUCKLE’.
01.10.1990 Repair ‘EMPTY LOAD VALVE’.
01.10.1990 Repair ‘GRADE CONTROL VALVE’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
18.10.1990 Repair ‘BOGIE BEARINGS’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1991 Repair ‘BRAKE BLOCK RB95’.
01.06.1991 Repair ‘COUPLER KNUCKLE’.
01.06.1991 Repair ‘EMPTY LOAD VALVE’.
01.06.1991 Repair ‘GRADE CONTROL VALVE’.
01.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1991 Repair ‘TWIST LOCK’.
01.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3039 Q’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3039 Q’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘BRAKE LEVER’.
25.07.1991 Repair ‘BRAKE PIN’.
25.07.1991 Repair ‘BRAKE PULL ROD’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘GRADE CONTROL VALVE’.
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25.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
20.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1991 Repair ‘BRAKE BLOCK RB95’.
20.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.10.1991 Repair ‘STRIKING CASTING’.
20.10.1991 Repair ‘TWIST LOCK’.
20.10.1991 Repair ‘VEHICLE COMPLETE’.
20.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
01.12.1991 Repair ‘TWIST LOCK’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
14.12.1991 Repair ‘TWIST LOCK’.
14.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
10.01.1992 Repair ‘TWIST LOCK’.
10.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1992 Repair ‘BRAKE BLOCK RB95’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘TWIST LOCK’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘COUPLER KNUCKLE’.
04.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
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22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

18.05.1992 Repair ‘HANDRAILS’.
18.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1992 Repair ‘BRAKE LEVER’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
21.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.07.1992 Repair ‘EMPTY LOAD VALVE’.
21.07.1992 Repair ‘GRADE CONTROL VALVE’.
21.07.1992 Repair ‘RELAY VALVE’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1993 Repair ‘BOGIE COMPLETE’.
24.03.1993 Repair ‘BRAKE CONTROL PIPE’.
24.03.1993 Repair ‘BRAKE LEVER’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
24.03.1993 Repair ‘GRADE CONTROL VALVE’.
24.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1993 Repair ‘TWIST LOCK’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
02.05.1993 Repair ‘TWIST LOCK’.
02.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
02.07.1993 Repair ‘TWIST LOCK’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3039 Q’
23.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
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29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.08.1993 Repair ‘BRAKE LEVER’.
20.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘VEHICLE COMPLETE’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE ADAPTER’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘HAND RELEASE (AIR)’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Repair ‘WHEEL SET’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
16.12.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3039 Q’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3039 Q’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
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30.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 3041

Details: wagon ‘RQKY 3041 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.08.1996
Last Brake Cylinder: 15.01.1988
Last Single Car Test: 15.10.1993
Last Lift: 10.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE BEARERS’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘SIDE BEARER’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
14.08.1989 Repair ‘HANDRAILS END’.
14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3041 V’
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘END HOSE’.
28.11.1989 Repair ‘HANDRAILS’.
28.11.1989 Repair ‘STEP’.
28.11.1989 Repair ‘TRAIN PIPE (END)’.
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3041 V’
21.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
13.05.1990 Repair ‘HANDRAILS END’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3041 V’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BRAKE BLOCK RB95’.
21.07.1990 Repair ‘STEP’.
21.07.1990 Repair ‘TWIST LOCK’.
21.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘WHEEL SET’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
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07.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3041 V’

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
15.10.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE BLOCK RB101’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3041 V’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BOLSTER’.
06.12.1990 Repair ‘BOGIE SIDEFRAME’.
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BRAKE PULL ROD’.
08.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3041 V’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3041 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘TRAIN PIPE’.
15.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3041 V’
21.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3041 V’
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3041 V’
04.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3041 V’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE BLOCK RB95’.
27.08.1991 Repair ‘WHEEL SET’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
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16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘EMPTY LOAD VALVE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘WHEEL SET’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
18.11.1991 Repair ‘TWIST LOCK’.
18.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
13.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Repair ‘BRAKE BLOCK RB95’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE COMPLETE’.
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Repair ‘YOKE CARRIER’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
22.11.1992 Repair ‘TWIST LOCK’.
22.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
29.05.1993 Repair ‘HANDRAILS’.
29.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
22.06.1993 Repair ‘TWIST LOCK’.
22.06.1993 Repair ‘TWIST LOCK’.
22.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
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30.08.1993 Repair ‘SIDE STEP’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
20.09.1993 Repair ‘STEP’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
26.09.1993 Repair ‘BRAKE BLOCK RB95’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘AXLEBOX’.
15.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3041 V’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Repair ‘WHEEL SET’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3041 V’
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3041 V’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3041 V’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3041 V’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
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11.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.03.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3042

Details: wagon ‘RQKY 3042 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.04.1996
Last Brake Cylinder: 22.06.1990
Last Lift: 02.05.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘VEHICLE STENCILS’.
22.06.1990 Repair ‘WHEEL SET’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE ADJUSTING LEVER’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Repair ‘TWIST LOCK’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BEARERS’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘HANDRAILS END’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3042 H’
13.11.1991 Repair ‘COUPLER COMPLETE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘END COMPLETE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.

18198



2.709. Wagon classification starting with ‘RQK’

09.01.1992 Repair ‘END BRAKE COCK’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘STRIKING CASTING’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE SPRING’.
17.02.1992 Repair ‘BRANCH PIPE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘TRAIN PIPE (END)’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3042 H’
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3042 H’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1992 Repair ‘COUPLER KNUCKLE’.
02.04.1992 Repair ‘TOP CENTRE PLATE’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘STRIKING CASTING’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
22.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1992 Repair ‘COUPLER KNUCKLE’.
22.08.1992 Repair ‘EMPTY LOAD VALVE’.
22.08.1992 Repair ‘GRADE CONTROL VALVE’.
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘STRIKING CASTING’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE SPRING’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘EMPTY LOAD VALVE’.
25.03.1993 Repair ‘GRADE CONTROL VALVE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Repair ‘STRIKING CASTING’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
07.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

18199



2. TIMS GROUP INFORMATION - WAGONS

‘AQSY 3042 H’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘WHEEL SET’.
18.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3042 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3042 H’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3043

Details: wagon ‘RQKY 3043 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.1tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 29.10.1975
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 05.10.1996
Due Triple Valve: 01.10.1994
Last Triple Valve: 01.12.1988
Last Brake Cylinder: 09.06.1992
Last Single Car Test: 19.12.1988
Last Lift: 23.04.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.12.1989 Repair ‘STEP’.
31.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3043 Q’
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
20.02.1990 Repair ‘END HOSE’.
20.02.1990 Repair ‘HANDRAILS END’.
20.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3043 Q’
20.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3043 Q’
30.04.1990 Repair ‘HANDRAILS’.
30.04.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3043 Q’
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3043 Q’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BEARERS’.
06.11.1991 Repair ‘HANDRAILS END’.
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06.11.1991 Repair ‘SIDE BEARER’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Repair ‘VEHICLE COMPLETE’.
06.11.1991 Repair ‘VEHICLE STENCILS’.
06.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3043 Q’
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
15.12.1991 Repair ‘BRAKE BLOCK RB95’.
15.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
09.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
03.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
10.03.1992 Repair ‘END HOSE’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
02.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE BEARINGS’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.10.1992 Repair ‘EMPTY LOAD VALVE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3043 Q’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘STANCHION’.
17.12.1992 Repair ‘TOP CENTRE PLATE’.
17.12.1992 Repair ‘VEHICLE RETARE’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
26.05.1993 Repair ‘BOGIE SPRING’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
16.07.1993 Repair ‘BOGIE SPRING’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
11.08.1993 Repair ‘BOGIE SPRING’.
11.08.1993 Repair ‘BRAKE LEVER’.
11.08.1993 Repair ‘BRAKE PIN’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3043 Q’

11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE COMPLETE’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
15.12.1993 Repair ‘BOGIE BEARINGS’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3043 Q’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3043 Q’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.04.1996 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3044

Details: wagon ‘RQKY 3044 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.08.1995
Last Brake Cylinder: 03.08.1990
Last Single Car Test: 25.05.1993
Last Lift: 04.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.01.1990 Repair ‘END HOSE’.
24.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3044 C’
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
11.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3044 C’
22.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3044 C’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘LASHING POINT’.
03.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1990 Repair ‘STANCHION’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
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05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS
WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘STEP’.
27.09.1990 Repair ‘TRAIN PIPE (END)’.
27.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3044 C’
17.10.1990 Repair ‘BOGIE BEARINGS’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
26.03.1991 Repair ‘HANDRAILS’.
26.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3044 C’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

30.08.1991 Repair ‘HANDRAILS END’.
30.08.1991 Repair ‘SIDE BEARER’.
30.08.1991 Repair ‘VEHICLE RECLASSIFY’.
30.08.1991 Repair ‘VEHICLE STENCILS’.
30.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3044 C’
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
18.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
24.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
13.10.1991 Repair ‘BRAKE BLOCK RB95’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
04.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
30.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

18206



2.709. Wagon classification starting with ‘RQK’

30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3044 C’

06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
19.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
01.02.1992 Repair ‘TWIST LOCK’.
01.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
15.02.1992 Repair ‘TWIST LOCK’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
03.03.1992 Repair ‘BOGIE SPRING’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
17.03.1992 Repair ‘BOGIE SPRING’.
17.03.1992 Repair ‘BOGIE SPRING’.
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
17.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BEARERS’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BRAKE BLOCK RB101’.
12.05.1992 Repair ‘BRAKE BLOCK RB95’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
29.07.1992 Repair ‘STEP’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3044 C’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE BEARERS’.
28.08.1992 Repair ‘VEHICLE COMPLETE’.
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3044 C’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘VEHICLE COMPLETE’.
25.05.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3044 C’
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.06.1993 Repair ‘BRAKE BLOCK RB95’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.
24.06.1993 Repair ‘WHEEL SET’.
24.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3044 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 3044 C’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
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RQKY 3046

Details: wagon ‘RQKY 3046 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 23.07.1996
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 14.01.1994
Last Single Car Test: 14.01.1994
Last Lift: 20.12.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘BRAKE LEVER’.
22.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.08.1989 Repair ‘COUPLER KNUCKLE’.
22.08.1989 Repair ‘EMPTY LOAD VALVE’.
22.08.1989 Repair ‘END BRAKE COCK’.
22.08.1989 Repair ‘END HOSE’.
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22.08.1989 Repair ‘GRADE CONTROL VALVE’.
22.08.1989 Repair ‘HANDBRAKE HANDLE’.
22.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1989 Repair ‘STEP’.
22.08.1989 Repair ‘TRAIN PIPE (END)’.
22.08.1989 Repair ‘TWIST LOCK’.
22.08.1989 Repair ‘TWIST LOCK’.
22.08.1989 Repair ‘TWIST LOCK’.
22.08.1989 Repair ‘TWIST LOCK’.
22.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1990 Repair ‘COUPLER KNUCKLE’.
06.02.1990 Repair ‘EMPTY LOAD VALVE’.
06.02.1990 Repair ‘GRADE CONTROL VALVE’.
06.02.1990 Repair ‘TWIST LOCK’.
06.02.1990 Repair ‘TWIST LOCK’.
06.02.1990 Repair ‘TWIST LOCK’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
14.06.1990 Repair ‘BRAKE LEVER’.
14.06.1990 Repair ‘HANDBRAKE HANDLE’.
14.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3046 U’
14.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3046 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE BLOCK RB95’.
25.09.1990 Repair ‘END SHEETING’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Repair ‘VEHICLE COMPLETE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
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14.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘EMPTY LOAD VALVE’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘WHEEL SET’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE BLOCK RB95’.
26.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
02.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
08.10.1991 Repair ‘BRAKE BLOCK RB95’.
08.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘VEHICLE COMPLETE’.
01.11.1991 Repair ‘WHEEL SET’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1991 Repair ‘WHEEL SET’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘COUPLER KNUCKLE’.
02.03.1992 Repair ‘EMPTY LOAD VALVE’.
02.03.1992 Repair ‘GRADE CONTROL VALVE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BOGIE COMPLETE’.
13.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
13.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.07.1992 Repair ‘COUPLER KNUCKLE’.
13.07.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘WHEEL SET’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1992 Repair ‘WHEEL SET’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
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26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BRAKE BLOCK RB95’.
12.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
06.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1993 Repair ‘VEHICLE COMPLETE’.
06.11.1993 Repair ‘WHEEL SET’.
06.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘EMPTY LOAD VALVE’.
22.11.1993 Repair ‘GRADE CONTROL VALVE’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3046 U’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE PULL ROD’.
14.01.1994 Repair ‘BRANCH PIPE’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1994 Repair ‘UNDERFRAME COMPLETE’.
14.01.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3046 U’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3046 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
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02.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3046 U’

16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3046 U’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.12.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3049

Details: wagon ‘RQKY 3049 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC AD HS CM CN CH
Return to Service Date: 07.09.1996
Last Brake Cylinder: 03.05.1991
Last Single Car Test: 29.09.1992
Last Lift: 16.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘BRANCH PIPE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
14.09.1989 Repair ‘HANDRAILS END’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3049 B’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘COUPLER COMPLETE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
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04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
03.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRAKE PULL ROD’.
12.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1990 Repair ‘TRAIN PIPE’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3049 B’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3049 B’
28.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Repair ‘VEHICLE COMPLETE’.
02.07.1990 Repair ‘WHEEL SET’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
31.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘WHEEL SET’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
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29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘COUPLER KNUCKLE’.
29.10.1990 Repair ‘EMPTY LOAD VALVE’.
29.10.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘WHEEL SET’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Repair ‘WHEEL SET’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Repair ‘EMPTY LOAD VALVE’.
24.11.1990 Repair ‘GRADE CONTROL VALVE’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘WHEEL SET’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3049 B’
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
06.02.1991 Repair ‘TWIST LOCK’.
06.02.1991 Repair ‘TWIST LOCK’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE LEVER’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
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‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BRANCH PIPE’.
03.06.1991 Repair ‘BRANCH PIPE’.
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3049 B’
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3049 B’
20.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.07.1991 Repair ‘BRAKE LEVER’.
20.07.1991 Repair ‘TWIST LOCK’.
20.07.1991 Repair ‘VEHICLE COMPLETE’.
20.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
11.10.1991 Repair ‘GRADE CONTROL VALVE’.
11.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1991 Repair ‘BRAKE PULL ROD’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE COMPLETE’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘EMPTY LOAD VALVE’.
12.11.1991 Repair ‘GRADE CONTROL VALVE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
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12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘CARD OR CLIP HOLDER’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BEARINGS’.
28.09.1992 Repair ‘VEHICLE STENCILS’.
28.09.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 3049 B’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE SIDEFRAME’.
09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘COUPLER KNUCKLE’.
09.11.1992 Repair ‘EMPTY LOAD VALVE’.
09.11.1992 Repair ‘GRADE CONTROL VALVE’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Repair ‘TWIST LOCK’.
09.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
06.02.1993 Repair ‘TWIST LOCK’.
06.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘BRANCH PIPE’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘WHEEL SET’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
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25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3049 B’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘WHEEL SET’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
23.03.1994 Repair ‘TWIST LOCK’.
23.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3049 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.04.1994 Repair ‘VEHICLE RECLASSIFY’.
30.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3049 B’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3053

Details: wagon ‘RQKY 3053 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 08.09.1996
Last Brake Cylinder: 08.04.1993
Last Single Car Test: 17.07.1989
Last Lift: 14.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
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08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE COMPLETE’.
13.07.1989 Repair ‘SIDE BEARER’.
13.07.1989 Repair ‘VEHICLE RECLASSIFY’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3053 B’
06.08.1989 Repair ‘NYLON HOSE’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3053 B’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1990 Repair ‘SHUNT PAD’.
27.03.1990 Repair ‘SHUNT PAD’.
27.03.1990 Repair ‘TWIST LOCK’.
27.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘BRAKE BLOCK RB95’.
07.07.1990 Repair ‘BRAKE LEVER’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘EMPTY LOAD VALVE’.
07.07.1990 Repair ‘GRADE CONTROL VALVE’.
07.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘WHEEL SET’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1990 Repair ‘TWIST LOCK’.
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31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
02.11.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3053 B’
02.01.1991 Repair ‘TWIST LOCK’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.11.1991 Repair ‘TWIST LOCK’.
11.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
15.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3053 B’

04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.02.1992 Repair ‘TOP CENTRE PLATE’.
04.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3053 B’
09.02.1992 Repair ‘TWIST LOCK’.
09.02.1992 Repair ‘TWIST LOCK’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
04.03.1992 Repair ‘TWIST LOCK’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
07.03.1992 Repair ‘TWIST LOCK’.
07.03.1992 Repair ‘TWIST LOCK’.
07.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
08.03.1992 Repair ‘BRAKE BLOCK RB95’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BRAKE PULL ROD’.
12.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.03.1992 Repair ‘STEP’.
12.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3053 B’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘STRIKING CASTING’.
28.03.1992 Repair ‘TWIST LOCK’.
28.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3053 B’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
20.06.1992 Repair ‘STRIKING CASTING’.
20.06.1992 Repair ‘TWIST LOCK’.
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20.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3053 B’

18.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
28.12.1992 Repair ‘TWIST LOCK’.
28.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE COMPLETE’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3053 B’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.04.1993 Repair ‘STRIKING CASTING’.
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Repair ‘TWIST LOCK’.
08.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘WHEEL SET’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE SIDEFRAME’.
30.08.1993 Repair ‘CARD OR CLIP HOLDER’.
30.08.1993 Repair ‘CARD OR CLIP HOLDER’.
30.08.1993 Repair ‘HAND RELEASE (AIR)’.
30.08.1993 Repair ‘HAND RELEASE (AIR)’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
30.08.1993 Repair ‘VEHICLE COMPLETE’.
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30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3053 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3053 B’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3053 B’
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQSY 3053 B’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
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09.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

05.09.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3054

Details: wagon ‘RQKY 3054 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 08.04.1996
Last Brake Cylinder: 20.02.1990
Last Single Car Test: 02.06.1993
Last Lift: 16.12.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
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CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BOGIE BEARERS’.
05.07.1989 Repair ‘BOGIE COMPLETE’.
05.07.1989 Repair ‘BRANCH PIPE’.
05.07.1989 Repair ‘HANDRAILS’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘SIDE BEARER’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Repair ‘VEHICLE RECLASSIFY’.
05.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3054 K’
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Repair ‘TWIST LOCK’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘VEHICLE RETARE’.
02.08.1989 Repair ‘WHEEL SET’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘WHEEL SET’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3054 K’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
23.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
21.10.1990 Repair ‘BRAKE BLOCK RB95’.
21.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘WHEEL SET’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3054 K’
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28.03.1991 Repair ‘TWIST LOCK’.
28.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
02.04.1991 Repair ‘BRAKE BLOCK RB95’.
02.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3054 K’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.04.1991 Repair ‘TRAIN PIPE (END)’.
15.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3054 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘TWIST LOCK’.
26.04.1991 Repair ‘TWIST LOCK’.
26.04.1991 Repair ‘TWIST LOCK’.
26.04.1991 Repair ‘TWIST LOCK’.
26.04.1991 Repair ‘WHEEL SET’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘WHEEL SET’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
15.08.1991 Repair ‘BRAKE BLOCK RB95’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3054 K’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘VEHICLE COMPLETE’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘BOGIE BEARINGS’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1993 Repair ‘BRAKE BLOCK RB95’.
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Repair ‘BRAKE PULL ROD’.
01.06.1993 Repair ‘END BRAKE COCK’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3054 K’
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘STEP’.
19.07.1993 Repair ‘TRAIN PIPE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BOGIE BEARERS’.
27.07.1993 Repair ‘HOSE FITTINGS’.
27.07.1993 Repair ‘SIDE BEARER’.
27.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3054 K’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3054 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3054 K’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
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04.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3057

Details: wagon ‘RQKY 3057 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 29.07.1996
Due Triple Valve: 11.11.1992
Last Triple Valve: 24.08.1989
Last Brake Cylinder: 07.09.1991
Last Single Car Test: 20.03.1989
Last Lift: 29.07.1985
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

08.07.1989 Repair ‘HANDRAILS END’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘STEP’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘TWIST LOCK’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Repair ‘VEHICLE RETARE’.
17.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘END BRAKE COCK’.
09.11.1989 Repair ‘TOP CENTRE PLATE’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3057 Y’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
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04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
22.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3057 Y’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1990 Repair ‘BRAKE PULL ROD’.
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
04.08.1990 Repair ‘TWIST LOCK’.
04.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
23.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
29.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
08.10.1990 Repair ‘TWIST LOCK’.
08.10.1990 Repair ‘TWIST LOCK’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BRAKE PULL ROD’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3057 Y’
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3057 Y’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
07.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.09.1991 Repair ‘EMPTY LOAD VALVE’.
07.09.1991 Repair ‘GRADE CONTROL VALVE’.
07.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1991 Repair ‘TWIST LOCK’.
07.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
02.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1991 Repair ‘BRAKE LEVER’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.11.1991 Repair ‘VEHICLE COMPLETE’.
11.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
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01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1992 Repair ‘COUPLER KNUCKLE’.
01.07.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
13.07.1992 Repair ‘STEP’.
13.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
27.09.1992 Repair ‘TWIST LOCK’.
27.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BEARERS’.
04.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1992 Repair ‘BOGIE COMPLETE’.
04.11.1992 Repair ‘BRAKE LEVER’.
04.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1992 Repair ‘TOP CENTRE PLATE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘WHEEL SET’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘END HOSE’.
09.07.1993 Repair ‘END HOSE’.
09.07.1993 Repair ‘TRAIN PIPE (END)’.
09.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3057 Y’
09.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 3057 Y’
12.08.1993 Repair ‘STEP’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE BLOCK RB95’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
10.09.1993 Repair ‘STEP’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
16.09.1993 Repair ‘STEP’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3057 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3057 Y’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3057 Y’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
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22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3059

12.05.1995 Reclassified from wagon ‘RQKY 3059 C’ to ’ wagon ‘RQMF 3059 B’.

RQKY 3060

Details: wagon ‘RQKY 3060 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 27.11.1995
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 11.02.1992
Last Lift: 10.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3060 F’
15.12.1989 Repair ‘COUPLER KNUCKLE’.
15.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
23.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.12.1989 Repair ‘COUPLER KNUCKLE’.
23.12.1989 Repair ‘EMPTY LOAD VALVE’.
23.12.1989 Repair ‘GRADE CONTROL VALVE’.
23.12.1989 Repair ‘TWIST LOCK’.
23.12.1989 Repair ‘TWIST LOCK’.
23.12.1989 Repair ‘TWIST LOCK’.
23.12.1989 Repair ‘TWIST LOCK’.
23.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
25.01.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1990 Repair ‘TWIST LOCK’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3060 F’
03.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.08.1990 Repair ‘BRAKE LEVER’.
03.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3060 F’
04.08.1990 Repair ‘BRAKE LEVER’.
04.08.1990 Repair ‘BRAKE PULL ROD’.
04.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3060 F’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1990 Repair ‘BRAKE LEVER’.
22.08.1990 Repair ‘BRAKE PIN’.
22.08.1990 Repair ‘BRAKE PULL ROD’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
02.10.1990 Repair ‘STEP’.
02.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3060 F’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
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ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BEARERS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘END COMPLETE’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1991 Repair ‘WHEEL SET’.
23.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3060 F’
24.08.1991 Repair ‘BOGIE BEARERS’.
24.08.1991 Repair ‘VEHICLE RECLASSIFY’.
24.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3060 F’
26.08.1991 Repair ‘VEHICLE COMPLETE’.
26.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3060 F’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
01.02.1992 Repair ‘TWIST LOCK’.
01.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘BRAKE PULL ROD’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
11.02.1992 Repair ‘GRADE CONTROL VALVE’.
11.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
20.03.1992 Repair ‘TWIST LOCK’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
05.12.1992 Repair ‘STEP’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
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29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
11.01.1993 Repair ‘TWIST LOCK’.
11.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘COUPLER KNUCKLE’.
09.02.1993 Repair ‘EMPTY LOAD VALVE’.
09.02.1993 Repair ‘GRADE CONTROL VALVE’.
09.02.1993 Repair ‘VEHICLE COMPLETE’.
09.02.1993 Repair ‘WHEEL SET’.
09.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘END BRAKE COCK’.
16.03.1993 Repair ‘END HOSE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
15.05.1993 Repair ‘TWIST LOCK’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
05.06.1993 Repair ‘BOGIE SPRING’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE BLOCK RB95’.
26.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Repair ‘WHEEL SET’.
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25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3060 F’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3060 F’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3060 F’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
29.05.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.
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RQKY 3061

Details: wagon ‘RQKY 3061 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 21.11.1995
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 03.06.1993
Last Single Car Test: 28.07.1993
Last Lift: 12.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3061 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘EMPTY LOAD VALVE’.
12.12.1990 Repair ‘HANDRAILS END’.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘VEHICLE COMPLETE’.
12.12.1990 Repair ‘VEHICLE RETARE’.
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12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.12.1990 Repair ‘VEHICLE STENCILS’.
18.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 3061 Y’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BEARERS’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘END COMPLETE’.
14.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1991 Repair ‘VEHICLE RECLASSIFY’.
14.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3061 Y’
14.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3061 Y’
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘VEHICLE COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE BEARERS’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘VEHICLE COMPLETE’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3061 Y’
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘WHEEL SET’.
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27.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 3061 Y’

28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
15.03.1993 Repair ‘BRAKE BLOCK RB95’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3061 Y’
25.04.1993 Repair ‘TWIST LOCK’.
25.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
17.05.1993 Repair ‘TWIST LOCK’.
17.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘TRAIN PIPE’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3061 Y’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘VEHICLE STENCILS’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
19.06.1993 Repair ‘TWIST LOCK’.
19.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BEARERS’.
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28.07.1993 Repair ‘BOGIE COMPLETE’.
28.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3061 Y’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BRAKE BLOCK RB95’.
31.08.1993 Repair ‘COUPLER KNUCKLE’.
31.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1993 Repair ‘EMPTY LOAD VALVE’.
31.08.1993 Repair ‘GRADE CONTROL VALVE’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
22.10.1993 Repair ‘STEP’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
02.11.1993 Repair ‘HANDRAILS’.
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
20.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘BRAKE PULL ROD’.
20.11.1993 Repair ‘END BRAKE COCK’.
20.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1993 Repair ‘VEHICLE COMPLETE’.
20.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘BRAKE BLOCK RB95’.
27.12.1993 Repair ‘TWIST LOCK’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3061 Y’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
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05.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3061 Y’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE RECLASSIFY’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3061 Y’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 3062

Details: wagon ‘RQKY 3062 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 20.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.07.1996
Due Triple Valve: 01.10.1987
Last Triple Valve: 29.05.1991
Last Brake Cylinder: 22.05.1990
Last Single Car Test: 20.09.1989
Last Lift: 24.09.1982
Cont Connector Type:] P
Cont Max Slots: 3
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23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘END BRAKE COCK’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3062 A’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1989 Repair ‘BRAKE LEVER’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
26.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1989 Repair ‘SIDE BEARER’.
26.10.1989 Repair ‘STANCHION’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘VEHICLE RECLASSIFY’.
26.10.1989 Repair ‘VEHICLE RETARE’.
26.10.1989 Repair ‘VEHICLE STENCILS’.
26.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
08.01.1990 Repair ‘BRAKE PULL ROD’.
08.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1990 Repair ‘TRAIN PIPE’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Repair ‘TWIST LOCK’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1990 Repair ‘TRAIN PIPE (END)’.
22.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3062 A’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
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22.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
26.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3062 A’
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘EMPTY LOAD VALVE’.
14.07.1990 Repair ‘GRADE CONTROL VALVE’.
14.07.1990 Repair ‘TWIST LOCK’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Repair ‘TWIST LOCK’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BRAKE BLOCK RB95’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.08.1990 Repair ‘COUPLER KNUCKLE’.
22.08.1990 Repair ‘EMPTY LOAD VALVE’.
22.08.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1990 Repair ‘RELAY VALVE’.
22.08.1990 Repair ‘TRAIN PIPE (END)’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
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TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘END BRAKE COCK’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘WHEEL SET’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3062 A’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BRAKE LEVER’.
28.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘EMPTY LOAD VALVE’.
28.05.1991 Repair ‘GRADE CONTROL VALVE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
30.06.1991 Repair ‘STEP’.
30.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3062 A’
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
05.08.1991 Repair ‘HANDRAILS END’.
05.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
18.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
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29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘WHEEL SET’.
23.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3062 A’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘EMPTY LOAD VALVE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1991 Repair ‘WHEEL SET’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
16.12.1991 Repair ‘TWIST LOCK’.
16.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3062 A’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.06.1992 Repair ‘AIR RESERVOIRS’.
17.06.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘EMPTY LOAD VALVE’.
17.06.1992 Repair ‘GRADE CONTROL VALVE’.
17.06.1992 Repair ‘TOP CENTRE PLATE’.
17.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘END BRAKE COCK’.
25.06.1992 Repair ‘TOP CENTRE PLATE’.
25.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3062 A’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘WHEEL SET’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘COUPLER COMPLETE’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
14.08.1993 Repair ‘END BRAKE COCK’.
14.08.1993 Repair ‘END HOSE’.
14.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3062 A’
15.08.1993 Repair ‘HANDRAILS’.
15.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3062 A’
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘TRAIN PIPE (END)’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 3062 A’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘END BRAKE COCK’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Repair ‘VEHICLE STENCILS’.
18.11.1993 Repair ‘WHEEL SET’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘GRADE CONTROL VALVE’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘WHEEL SET’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3062 A’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3062 A’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3062 A’
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12.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3063

Details: wagon ‘RQKY 3063 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 20.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 20.11.1995
Last Triple Valve: 06.03.1989
Last Brake Cylinder: 27.10.1990
Last Single Car Test: 02.04.1993
Last Lift: 08.08.1985
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BRAKE BLOCK RB95’.
24.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1989 Repair ‘TRAIN PIPE (END)’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘END BRAKE COCK’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘SIDE BEARER’.
21.12.1989 Repair ‘STEP’.
21.12.1989 Repair ‘TOP CENTRE PLATE’.
21.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3063 J’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘TWIST LOCK’.
03.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
28.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

18255



2. TIMS GROUP INFORMATION - WAGONS

27.07.1990 Repair ‘HANDRAILS END’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
27.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1990 Repair ‘BRANCH PIPE’.
27.10.1990 Repair ‘HANDRAILS END’.
27.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.10.1990 Repair ‘VEHICLE COMPLETE’.
27.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1991 Repair ‘BRAKE BLOCK RB95’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘EMPTY LOAD VALVE’.
07.01.1991 Repair ‘GRADE CONTROL VALVE’.
07.01.1991 Repair ‘TWIST LOCK’.
07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
14.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.07.1991 Repair ‘TWIST LOCK’.
13.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘RELAY VALVE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘VEHICLE COMPLETE’.
16.09.1991 Repair ‘WHEEL SET’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
01.12.1991 Repair ‘TWIST LOCK’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘TWIST LOCK’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
16.02.1992 Repair ‘BRAKE BLOCK RB95’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
26.02.1992 Repair ‘HANDRAILS END’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BRAKE BLOCK RB95’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
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WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘WHEEL SET’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘AIR RESERVOIRS’.
13.06.1992 Repair ‘COUPLER COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
13.06.1992 Repair ‘TWIST LOCK’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
21.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘SIDE BEARER’.
31.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3063 J’
14.06.1993 Repair ‘TWIST LOCK’.
14.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER COMPLETE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
16.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
24.10.1993 Repair ‘TWIST LOCK’.
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24.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3063 J’

17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3063 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3063 J’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3063 J’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 3065

13.04.1995 Reclassified from wagon ‘RQKY 3065 U’ to ’ wagon ‘RQMF 3065 T’.

RQKY 3066

Details: wagon ‘RQKY 3066 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 25.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 13.11.1996
Due Triple Valve: 01.06.1988
Last Triple Valve: 07.08.1992
Last Brake Cylinder: 14.01.1994
Last Single Car Test: 14.01.1994
Last Lift: 29.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘COUPLER KNUCKLE’.
02.02.1990 Repair ‘EMPTY LOAD VALVE’.
02.02.1990 Repair ‘GRADE CONTROL VALVE’.
02.02.1990 Repair ‘TWIST LOCK’.
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02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3066 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘STANCHION’.
14.06.1991 Repair ‘STANCHION’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
03.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1991 Repair ‘BOGIE BEARERS’.
03.07.1991 Repair ‘BOGIE COMPLETE’.
03.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1991 Repair ‘VEHICLE RECLASSIFY’.
03.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3066 N’
11.07.1991 Repair ‘BOGIE COMPLETE’.
11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Repair ‘VEHICLE STENCILS’.
11.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3066 N’
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3066 N’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3066 N’
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
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10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3066 N’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘WHEEL SET’.
27.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3066 N’
15.05.1992 Repair ‘HANDRAILS’.
15.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘WHEEL SET’.
26.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 3066 N’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE SPRING’.
18.06.1992 Repair ‘BRAKE BLOCK RB95’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3066 N’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE LEVER’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘HANDRAILS’.
14.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.01.1994 Repair ‘SIDE COMPLETE’.
14.01.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1994 Repair ‘YOKE COMPLETE’.
14.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3066 N’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3066 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3066 N’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
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07.11.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.03.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3067

Details: wagon ‘RQKY 3067 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 11.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.10.1996
Due Triple Valve: 01.06.1996
Last Triple Valve: 03.01.1990
Last Brake Cylinder: 02.11.1993
Last Lift: 01.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BOGIE SPRING’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘WHEEL SET’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
02.08.1989 Repair ‘BOGIE SPRING’.
02.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
17.08.1989 Repair ‘BOGIE SPRING’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3067 W’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘EMPTY LOAD VALVE’.
27.11.1989 Repair ‘GRADE CONTROL VALVE’.
27.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘TWIST LOCK’.
27.11.1989 Repair ‘VEHICLE STENCILS’.
27.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
01.12.1989 Repair ‘BOGIE SPRING’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
20.12.1989 Repair ‘BOGIE SPRING’.
20.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
09.01.1990 Repair ‘BOGIE SPRING’.
09.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
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10.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
03.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
30.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
17.05.1990 Repair ‘BRAKE BLOCK RB95’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Repair ‘BRAKE BLOCK RB95’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.01.1991 Repair ‘EMPTY LOAD VALVE’.
31.01.1991 Repair ‘GRADE CONTROL VALVE’.
31.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
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31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3067 W’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BOGIE COMPLETE’.
18.04.1991 Repair ‘BRANCH PIPE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘WHEEL SET’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
01.06.1991 Repair ‘TWIST LOCK’.
01.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
12.06.1991 Repair ‘BRAKE BLOCK RB95’.
12.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Repair ‘TWIST LOCK’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3067 W’
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
27.09.1991 Repair ‘GRADE CONTROL VALVE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
14.10.1991 Repair ‘TWIST LOCK’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Repair ‘BRAKE LEVER’.
06.12.1991 Repair ‘BRAKE PULL ROD’.
06.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘VEHICLE COMPLETE’.
06.12.1991 Repair ‘WHEEL SET’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
25.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1992 Repair ‘BOGIE COMPLETE’.
25.01.1992 Repair ‘BRANCH PIPE’.
25.01.1992 Repair ‘COUPLER COMPLETE’.
25.01.1992 Repair ‘EMPTY LOAD VALVE’.
25.01.1992 Repair ‘GRADE CONTROL VALVE’.
25.01.1992 Repair ‘RELAY VALVE’.
25.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘COUPLER KNUCKLE’.
03.03.1992 Repair ‘EMPTY LOAD VALVE’.
03.03.1992 Repair ‘GRADE CONTROL VALVE’.
03.03.1992 Repair ‘STRIKING CASTING’.
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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18.03.1992 Repair ‘STANCHION’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘COUPLER COMPLETE’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘EMPTY LOAD VALVE’.
04.04.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Repair ‘TWIST LOCK’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE BLOCK RB95’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1992 Repair ‘BRAKE BLOCK RB95’.
27.06.1992 Repair ‘COUPLER KNUCKLE’.
27.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘COUPLER COMPLETE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
08.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.09.1992 Repair ‘BOGIE SPRING’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘WHEEL SET’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
11.09.1992 Repair ‘HANDRAILS’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
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11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
06.04.1993 Repair ‘TWIST LOCK’.
06.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Repair ‘STRIKING CASTING’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE COMPLETE’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
09.08.1993 Repair ‘END HOSE’.
09.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
08.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘WHEEL SET’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BRAKE BLOCK RB101’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1993 Repair ‘WHEEL SET’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3067 W’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3067 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3067 W’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

28.11.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3068

Details: wagon ‘RQKY 3068 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 10.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 10.04.1996
Last Triple Valve: 12.11.1992
Last Brake Cylinder: 07.05.1992
Last Single Car Test: 19.10.1990
Last Lift: 31.03.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.08.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRANCH PIPE’.
06.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘END SILL’.
06.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Repair ‘SIDE SILL’.
06.03.1990 Repair ‘STANCHION’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘VEHICLE RETARE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3068 X’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3068 X’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘END BOARDS’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
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30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
24.04.1990 Repair ‘HANDRAILS END’.
24.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3068 X’
17.08.1990 Repair ‘HANDRAILS END’.
17.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3068 X’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘WHEEL SET’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘BRAKE CONTROL PIPE’.
18.10.1990 Repair ‘BRAKE PIN’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘CARD OR CLIP HOLDER’.
18.10.1990 Repair ‘HANDRAILS’.
18.10.1990 Repair ‘HANDRAILS END’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘SIDE BEARER’.
18.10.1990 Repair ‘TOP CENTRE PLATE’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3068 X’
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘BOGIE BEARERS’.
03.06.1991 Repair ‘BOGIE COMPLETE’.
03.06.1991 Repair ‘SIDE BEARER’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Repair ‘TWIST LOCK’.
03.06.1991 Repair ‘VEHICLE RECLASSIFY’.
03.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
28.07.1991 Repair ‘STEP’.
28.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
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19.09.1991 Repair ‘BRAKE BLOCK RB95’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
25.09.1991 Repair ‘HANDRAILS END’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘COUPLER COMPLETE’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
18.10.1991 Repair ‘TWIST LOCK’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1991 Repair ‘TOP CENTRE PLATE’.
13.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3068 X’
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
26.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
17.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BRAKE BLOCK RB95’.
09.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3068 X’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘VEHICLE COMPLETE’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
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21.03.1992 Repair ‘TWIST LOCK’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.05.1992 Repair ‘EMPTY LOAD VALVE’.
07.05.1992 Repair ‘GRADE CONTROL VALVE’.
07.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘BRAKE BLOCK RB95’.
13.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
13.07.1992 Repair ‘EMPTY LOAD VALVE’.
13.07.1992 Repair ‘GRADE CONTROL VALVE’.
13.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Repair ‘TWIST LOCK’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRANCH PIPE’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
27.02.1993 Repair ‘TWIST LOCK’.
27.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK RB95’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
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22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3068 X’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘GRADE CONTROL VALVE’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3068 X’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3070

Details: wagon ‘RQKY 3070 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1996
Due Triple Valve: 12.10.1994
Last Triple Valve: 19.03.1993
Last Brake Cylinder: 27.03.1992
Last Lift: 07.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Repair ‘STEP’.
31.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3070 N’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3070 N’
26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3070 N’
23.07.1990 Repair ‘HANDRAILS END’.
23.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 3070 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

04.09.1991 Repair ‘BOGIE BEARERS’.
04.09.1991 Repair ‘HANDRAILS END’.
04.09.1991 Repair ‘SIDE BEARER’.
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04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3070 N’
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
30.09.1991 Repair ‘WEAR PLATES & SADDLES’.
30.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BRAKE PIN’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
24.01.1992 Repair ‘BRAKE BLOCK RB95’.
24.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
26.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
08.02.1992 Repair ‘TWIST LOCK’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Repair ‘STRIKING CASTING’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
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27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘TOP CENTRE PLATE’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘STRIKING CASTING’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
14.09.1992 Repair ‘STANCHION’.
14.09.1992 Repair ‘TWIST LOCK’.
14.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARERS’.
29.10.1992 Repair ‘BOGIE BEARINGS’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘WHEEL SET’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BRAKE BLOCK RB95’.
17.02.1993 Repair ‘STRIKING CASTING’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
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19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘SHUNT PAD’.
19.03.1993 Repair ‘STRIKING CASTING’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE FRICTION WEDGE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3070 N’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BEARINGS’.
12.10.1993 Repair ‘BRAKE BLOCK RB95’.
12.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BRAKE BLOCK RB95’.
21.10.1993 Repair ‘COUPLER COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
29.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1993 Repair ‘BOGIE BEARERS’.
29.12.1993 Repair ‘BOGIE COMPLETE’.
29.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.12.1993 Repair ‘BRAKE BLOCK RB101’.
29.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.12.1993 Repair ‘EMPTY LOAD VALVE’.
29.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘VEHICLE COMPLETE’.
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29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
02.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3070 N’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

31.10.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3072

Details: wagon ‘RQKY 3072 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.04.1978
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.04.1996
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 10.09.1992
Last Lift: 28.01.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘END COMPLETE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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01.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BRAKE BLOCK RB95’.
17.08.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘END BRAKE COCK’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3072 X’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
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11.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘COUPLER KNUCKLE’.
23.05.1990 Repair ‘EMPTY LOAD VALVE’.
23.05.1990 Repair ‘GRADE CONTROL VALVE’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
07.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1990 Repair ‘BRAKE BLOCK RB95’.
07.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1990 Repair ‘COUPLER KNUCKLE’.
07.07.1990 Repair ‘EMPTY LOAD VALVE’.
07.07.1990 Repair ‘GRADE CONTROL VALVE’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Repair ‘TWIST LOCK’.
07.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BRAKE CONTROL PIPE’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘EMPTY LOAD VALVE’.
25.07.1990 Repair ‘GRADE CONTROL VALVE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘WHEEL SET’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘END SILL’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
29.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.09.1990 Repair ‘COUPLER KNUCKLE’.
29.09.1990 Repair ‘EMPTY LOAD VALVE’.
29.09.1990 Repair ‘GRADE CONTROL VALVE’.
29.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1990 Repair ‘TWIST LOCK’.
29.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
13.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
13.10.1990 Repair ‘BRAKE LEVER’.
13.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1990 Repair ‘VEHICLE COMPLETE’.
13.10.1990 Repair ‘VEHICLE COMPLETE’.
13.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1990 Repair ‘BRAKE LEVER’.
07.11.1990 Repair ‘BRAKE PULL ROD’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Repair ‘VEHICLE COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘WHEEL SET’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘COUPLER KNUCKLE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘GRADE CONTROL VALVE’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Repair ‘TWIST LOCK’.
31.05.1991 Repair ‘TWIST LOCK’.
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31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
22.08.1991 Repair ‘STEP’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘BRAKE LEVER’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
13.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
14.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
05.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
07.05.1992 Repair ‘TWIST LOCK’.
07.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3072 X’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

18287



2. TIMS GROUP INFORMATION - WAGONS

31.08.1992 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3072 X’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3072 X’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘END BRAKE COCK’.
15.12.1992 Repair ‘HOSE FITTINGS’.
15.12.1992 Repair ‘WHEEL SET’.
15.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3072 X’
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
04.09.1993 Repair ‘TWIST LOCK’.
04.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE BLOCK RB95’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
20.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Repair ‘BOGIE COMPLETE’.
20.11.1993 Repair ‘COUPLER KNUCKLE’.
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3072 X’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
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23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3072 X’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3072 X’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3072 X’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3072 X’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3073

Details: wagon ‘RQKY 3073 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.06.1980
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS AD CM CN CH
Return to Service Date: 04.11.1996
Last Brake Cylinder: 04.09.1991
Last Single Car Test: 17.06.1991
Last Lift: 04.12.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘VEHICLE COMPLETE’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3073 R’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘TWIST LOCK’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1989 Repair ‘BRAKE LEVER’.
05.08.1989 Repair ‘COUPLER KNUCKLE’.
05.08.1989 Repair ‘SIDE BEARER’.
05.08.1989 Repair ‘TWIST LOCK’.
05.08.1989 Repair ‘TWIST LOCK’.
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05.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
28.08.1989 Repair ‘HANDRAILS’.
28.08.1989 Repair ‘STEP’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3073 R’
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘TWIST LOCK’.
02.10.1989 Repair ‘TWIST LOCK’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
01.01.1990 Repair ‘HANDRAILS END’.
01.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3073 R’
08.02.1990 Repair ‘STEP’.
08.02.1990 Repair ‘TWIST LOCK’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
12.02.1990 Repair ‘HANDRAILS’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘BRANCH PIPE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
21.06.1990 Repair ‘SHUNT PAD’.
21.06.1990 Repair ‘TWIST LOCK’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘BRAKE LEVER’.
25.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1990 Repair ‘END BRAKE COCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3073 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘TRAIN PIPE’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3073 R’
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘GRADE CONTROL VALVE’.
17.10.1990 Repair ‘TRAIN PIPE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
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04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
04.02.1991 Repair ‘HOSE FITTINGS’.
04.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3073 R’
02.03.1991 Repair ‘TWIST LOCK’.
02.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
10.04.1991 Repair ‘TWIST LOCK’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
12.04.1991 Repair ‘STEP’.
12.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘TWIST LOCK’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘TWIST LOCK’.
13.06.1991 Repair ‘TWIST LOCK’.
13.06.1991 Repair ‘WHEEL SET’.
13.06.1991 Repair ‘WHEEL SET’.
13.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

18293



2. TIMS GROUP INFORMATION - WAGONS

‘AQSY 3073 R’
13.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3073 R’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
18.07.1991 Repair ‘BRAKE LEVER’.
18.07.1991 Repair ‘BRAKE PULL ROD’.
18.07.1991 Repair ‘BRANCH PIPE’.
18.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1991 Repair ‘COUPLER KNUCKLE’.
18.07.1991 Repair ‘EMPTY LOAD VALVE’.
18.07.1991 Repair ‘GRADE CONTROL VALVE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘HANDBRAKE HANDLE’.
18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1991 Repair ‘STEP’.
18.07.1991 Repair ‘TRAIN PIPE’.
18.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Repair ‘WHEEL SET’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
28.10.1991 Repair ‘HANDRAILS’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
04.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
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04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3073 R’

05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1992 Repair ‘GRADE CONTROL VALVE’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Repair ‘WHEEL SET’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.06.1992 Repair ‘BRAKE LEVER’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘EMPTY LOAD VALVE’.
18.06.1992 Repair ‘GRADE CONTROL VALVE’.
18.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
23.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1993 Repair ‘BRAKE LEVER’.
23.01.1993 Repair ‘COUPLER KNUCKLE’.
23.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1993 Repair ‘TWIST LOCK’.
23.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BRANCH PIPE’.
05.05.1993 Repair ‘HOSE FITTINGS’.
05.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3073 R’
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
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19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘TWIST LOCK’.
09.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3073 R’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE BLOCK RB95’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
11.09.1993 Repair ‘BODY COMPLETE’.
11.09.1993 Repair ‘TWIST LOCK’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE COMPLETE’.
14.09.1993 Repair ‘BRAKE LEVER’.
14.09.1993 Repair ‘BRAKE PULL ROD’.
14.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
14.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
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14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3073 R’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3073 R’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3073 R’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
27.01.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3075

Details: wagon ‘RQKY 3075 F’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 27.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.08.1996
Last Triple Valve: 24.05.1993
Last Brake Cylinder: 16.09.1992
Last Single Car Test: 26.11.1993
Last Lift: 26.02.1981
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.07.1989 Repair ‘VEHICLE COMPLETE’.
20.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3075 M’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘BRAKE LEVER’.
18.08.1989 Repair ‘BRAKE PULL ROD’.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.08.1989 Repair ‘HANDRAILS’.
18.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1989 Repair ‘SIDE BEARER’.
18.08.1989 Repair ‘TRAIN PIPE (END)’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘VEHICLE RECLASSIFY’.
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18.08.1989 Repair ‘YOKE COMPLETE’.
18.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3075 M’
27.08.1989 Repair ‘HANDRAILS END’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
02.09.1989 Repair ‘HANDRAILS END’.
02.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 3075 M’
06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
06.09.1989 Repair ‘BRAKE LEVER’.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1989 Repair ‘COUPLER KNUCKLE’.
12.10.1989 Repair ‘EMPTY LOAD VALVE’.
12.10.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Repair ‘TWIST LOCK’.
12.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1990 Repair ‘BRANCH PIPE’.
06.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1990 Repair ‘TWIST LOCK’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 3075 M’
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
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13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Repair ‘HOSE FITTINGS’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘BOGIE COMPLETE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘TWIST LOCK’.
09.11.1990 Repair ‘WHEEL SET’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
24.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1990 Repair ‘BOGIE BEARERS’.
24.12.1990 Repair ‘SIDE BEARER’.
24.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3075 M’
04.01.1991 Repair ‘HANDRAILS’.
04.01.1991 Repair ‘HANDRAILS END’.
04.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
19.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
16.08.1991 Repair ‘TWIST LOCK’.
16.08.1991 Repair ‘VEHICLE COMPLETE’.
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16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3075 M’

16.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQSY 3075 M’

29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE BLOCK RB95’.
11.10.1991 Repair ‘BRAKE PULL ROD’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Repair ‘WHEEL SET’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘WHEEL SET’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
23.01.1992 Repair ‘BOGIE SPRING’.
23.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘TWIST LOCK’.
30.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3075 M’
22.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1992 Repair ‘BRANCH PIPE’.
22.02.1992 Repair ‘COUPLER KNUCKLE’.
22.02.1992 Repair ‘EMPTY LOAD VALVE’.
22.02.1992 Repair ‘GRADE CONTROL VALVE’.
22.02.1992 Repair ‘TWIST LOCK’.
22.02.1992 Repair ‘TWIST LOCK’.
22.02.1992 Repair ‘TWIST LOCK’.
22.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
08.03.1992 Repair ‘TWIST LOCK’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘COUPLER KNUCKLE’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
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16.05.1992 Repair ‘TWIST LOCK’.
16.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 3075 M’
06.07.1992 Repair ‘TWIST LOCK’.
06.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1992 Repair ‘BOGIE COMPLETE’.
09.09.1992 Repair ‘BRAKE PIN’.
09.09.1992 Repair ‘BRAKE PULL ROD’.
09.09.1992 Repair ‘COUPLER COMPLETE’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.09.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
09.09.1992 Repair ‘HANDRAILS’.
09.09.1992 Repair ‘HANDRAILS END’.
09.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1992 Repair ‘SIDE BEARER’.
09.09.1992 Repair ‘STEP’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1992 Repair ‘YOKE CARRIER’.
09.09.1992 Repair ‘YOKE COMPLETE’.
09.09.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
09.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3075 M’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRAKE LEVER’.
20.10.1992 Repair ‘BRAKE PULL ROD’.
20.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3075 M’
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12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘COUPLER KNUCKLE’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3075 M’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘COUPLER COMPLETE’.
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3075 M’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3075 M’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1993 Repair ‘BRAKE BLOCK RB95’.
16.11.1993 Repair ‘BRAKE LEVER’.
16.11.1993 Repair ‘BRAKE PULL ROD’.
16.11.1993 Repair ‘COUPLER COMPLETE’.
16.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Repair ‘UNDERFRAME COMPLETE’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3075 M’
24.12.1993 Repair ‘END HOSE’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3075 M’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3075 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AQSY 3075 M’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
14.07.1996 Repair ‘VEHICLE COMPLETE’.
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21.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3076

Details: wagon ‘RQKY 3076 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.10.1996
Due Triple Valve: 01.11.1987
Last Triple Valve: 06.09.1993
Last Brake Cylinder: 22.01.1994
Last Lift: 25.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

25.10.1989 Repair ‘HANDRAILS END’.
25.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3076 V’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BRANCH PIPE’.
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10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BEARERS’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3076 V’
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
18.06.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3076 V’
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BRAKE BLOCK RB95’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘EMPTY LOAD VALVE’.
01.12.1990 Repair ‘GRADE CONTROL VALVE’.
01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
22.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3076 V’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
28.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
22.08.1991 Repair ‘HANDRAILS END’.
22.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3076 V’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER COMPLETE’.
17.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘TRAIN PIPE’.
20.11.1991 Repair ‘WHEEL SET’.
20.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3076 V’
02.12.1991 Repair ‘TWIST LOCK’.
02.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE SIDEFRAME’.
04.12.1991 Repair ‘TRAIN PIPE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3076 V’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
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06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3076 V’

12.02.1992 Repair ‘TWIST LOCK’.
12.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
17.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
18.03.1992 Repair ‘BRAKE LEVER’.
18.03.1992 Repair ‘BRAKE PIN’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

08.05.1992 Repair ‘HANDRAILS’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.06.1992 Repair ‘COUPLER KNUCKLE’.
10.06.1992 Repair ‘EMPTY LOAD VALVE’.
10.06.1992 Repair ‘END BRAKE COCK’.
10.06.1992 Repair ‘GRADE CONTROL VALVE’.
10.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
23.07.1992 Repair ‘HANDRAILS’.
23.07.1992 Repair ‘HANDRAILS END’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
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18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.09.1992 Repair ‘COUPLER KNUCKLE’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
10.09.1992 Repair ‘HANDRAILS END’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3076 V’
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘END BRAKE COCK’.
16.07.1993 Repair ‘END HOSE’.
16.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘HAND RELEASE (AIR)’.
06.09.1993 Repair ‘ISOLATING COCK’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1993 Repair ‘RELAY VALVE’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
01.10.1993 Repair ‘STEP’.
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01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 3076 V’

01.12.1993 Repair ‘BRAKE PIN’.
01.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3076 V’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘EMPTY LOAD VALVE’.
17.12.1993 Repair ‘GRADE CONTROL VALVE’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3076 V’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
30.07.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3077

Details: wagon ‘RQKY 3077 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 23.08.1996
Due Triple Valve: 24.09.1991
Last Triple Valve: 07.07.1993
Last Brake Cylinder: 07.07.1993
Last Single Car Test: 23.03.1989
Last Lift: 19.03.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
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OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘STANCHION’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘VEHICLE RETARE’.
07.07.1989 Repair ‘WHEEL SET’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
23.08.1989 Repair ‘VEHICLE COMPLETE’.
23.08.1989 Repair ‘WHEEL SET’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘YOKE CARRIER’.
14.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3077 H’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘TWIST LOCK’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘BRAKE PIN’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘TWIST LOCK’.
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27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Repair ‘WHEEL SET’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BRAKE CONTROL PIPE’.
29.05.1990 Repair ‘BRANCH PIPE’.
29.05.1990 Repair ‘BRANCH PIPE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘EMPTY LOAD VALVE’.
07.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.09.1990 Repair ‘EMPTY LOAD VALVE’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Repair ‘TWIST LOCK’.
13.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
11.02.1991 Repair ‘TWIST LOCK’.
11.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
13.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3077 H’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
19.03.1991 Repair ‘EMPTY LOAD VALVE’.
19.03.1991 Repair ‘GRADE CONTROL VALVE’.
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19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
12.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘TWIST LOCK’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BRAKE CONTROL PIPE’.
18.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
04.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1991 Repair ‘BRAKE BLOCK RB95’.
04.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.07.1991 Repair ‘COUPLER KNUCKLE’.
04.07.1991 Repair ‘EMPTY LOAD VALVE’.
04.07.1991 Repair ‘GRADE CONTROL VALVE’.
04.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Repair ‘TWIST LOCK’.
04.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BRAKE BLOCK RB95’.
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01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘EMPTY LOAD VALVE’.
01.11.1991 Repair ‘GRADE CONTROL VALVE’.
01.11.1991 Repair ‘TWIST LOCK’.
01.11.1991 Repair ‘TWIST LOCK’.
01.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
03.08.1992 Repair ‘STEP’.
03.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BRAKE LEVER’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Repair ‘COUPLER KNUCKLE’.
31.08.1992 Repair ‘EMPTY LOAD VALVE’.
31.08.1992 Repair ‘GRADE CONTROL VALVE’.
31.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
27.09.1992 Repair ‘TWIST LOCK’.
27.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.10.1992 Repair ‘HOSE FITTINGS’.
07.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3077 H’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE BEARERS’.
12.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.11.1992 Repair ‘BRAKE PIN’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘WHEEL SET’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
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06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BEARINGS’.
06.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘EMPTY LOAD VALVE’.
06.07.1993 Repair ‘GRADE CONTROL VALVE’.
06.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.07.1993 Repair ‘TWIST LOCK’.
06.07.1993 Repair ‘TWIST LOCK’.
06.07.1993 Repair ‘TWIST LOCK’.
06.07.1993 Repair ‘TWIST LOCK’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BEARERS’.
28.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘SIDE BEARER’.
28.09.1993 Repair ‘TOP CENTRE PLATE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
18.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE BLOCK RB95’.
20.12.1993 Repair ‘BRAKE LEVER’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
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20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3077 H’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3077 H’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3078

Details: wagon ‘RQKY 3078 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.08.1996
Last Brake Cylinder: 05.10.1991
Last Single Car Test: 07.01.1993
Last Lift: 03.06.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘EMPTY LOAD VALVE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘STANCHION’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1989 Repair ‘VEHICLE RETARE’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
19.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3078 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.
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29.07.1991 Repair ‘STEP’.
29.07.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQSY 3078 Q’
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
21.08.1991 Repair ‘BOGIE BEARERS’.
21.08.1991 Repair ‘SIDE BEARER’.
21.08.1991 Repair ‘TOP CENTRE PLATE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
21.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3078 Q’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
27.09.1991 Repair ‘GRADE CONTROL VALVE’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER COMPLETE’.
05.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER COMPLETE’.
17.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.01.1992 Repair ‘VEHICLE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.02.1992 Repair ‘CARD OR CLIP HOLDER’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
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24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1992 Repair ‘TRAIN PIPE (END)’.
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘WHEEL SET’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
29.07.1992 Repair ‘STEP’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1992 Repair ‘BRAKE LEVER’.
02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1992 Repair ‘BRAKE LEVER’.
29.09.1992 Repair ‘BRAKE PIN’.
29.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1992 Repair ‘STANCHION’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARINGS’.
14.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
18.11.1992 Repair ‘HANDRAILS’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1992 Repair ‘SHUNT PAD’.
17.12.1992 Repair ‘SHUNT PAD’.
17.12.1992 Repair ‘SHUNT PAD’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘VEHICLE STENCILS’.
07.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3078 Q’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BEARERS’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
14.01.1994 Repair ‘STEP’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3078 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3078 Q’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
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18.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.03.1996 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3080

Details: wagon ‘RQKY 3080 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.02.1996
Last Triple Valve: 10.03.1992
Last Single Car Test: 04.05.1993
Last Lift: 08.10.1986
Cont Connector Type:] P
Cont Max Slots: 3
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2.709. Wagon classification starting with ‘RQK’

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘END BRAKE COCK’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘TRAIN PIPE (END)’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BRANCH PIPE’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘VEHICLE COMPLETE’.
26.09.1990 Repair ‘WEAR PLATES & SADDLES’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BEARERS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘END COMPLETE’.
07.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.05.1991 Repair ‘TRAIN PIPE’.
07.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3080 V’
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3080 V’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1991 Repair ‘TWIST LOCK’.
25.09.1991 Repair ‘VEHICLE COMPLETE’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
20.10.1991 Repair ‘TWIST LOCK’.
20.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
30.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
19.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRAKE CONTROL PIPE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
01.03.1992 Repair ‘TWIST LOCK’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
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02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
05.10.1992 Repair ‘STEP’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3080 V’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB95’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3080 V’
05.07.1993 Repair ‘STEP’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1993 Repair ‘BRAKE BLOCK RB95’.
07.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.12.1993 Repair ‘HAND RELEASE (AIR)’.
07.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3080 V’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
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24.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3080 V’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3080 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3080 V’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3080 V’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3081

Details: wagon ‘RQKY 3081 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.07.1996
Last Triple Valve: 08.02.1989
Last Brake Cylinder: 17.02.1992
Last Single Car Test: 07.10.1992
Last Lift: 09.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.07.1989 Repair ‘STEP’.
02.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3081 H’
05.08.1989 Repair ‘HANDRAILS’.
05.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3081 H’
01.12.1989 Repair ‘STEP’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3081 H’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
18.05.1990 Repair ‘VEHICLE COMPLETE’.
18.05.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3081 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BEARERS’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘END COMPLETE’.
24.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3081 H’
18.11.1991 Repair ‘TWIST LOCK’.
18.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 3081 H’
17.12.1991 Repair ‘HANDRAILS END’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
23.12.1991 Repair ‘TWIST LOCK’.
23.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘COUPLER COMPLETE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
05.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3081 H’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
22.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.06.1992 Repair ‘BRANCH PIPE’.
22.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3081 H’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BRAKE PULL ROD’.
07.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3081 H’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1992 Repair ‘BOGIE COMPLETE’.
01.10.1992 Repair ‘BRAKE LEVER’.
01.10.1992 Repair ‘COUPLER COMPLETE’.
01.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1992 Repair ‘WHEEL SET’.
01.10.1992 Repair ‘YOKE COMPLETE’.
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01.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQSY 3081 H’

28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
02.11.1992 Repair ‘STEP’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
14.11.1992 Repair ‘STEP’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
04.12.1992 Repair ‘STEP’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘COUPLER KNUCKLE’.
27.01.1993 Repair ‘EMPTY LOAD VALVE’.
27.01.1993 Repair ‘GRADE CONTROL VALVE’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BOGIE BOLSTER’.
17.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1993 Repair ‘BRAKE BLOCK RB101’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
17.02.1993 Repair ‘WHEEL SET’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BOGIE BEARINGS’.
07.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘WHEEL SET’.
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07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘VEHICLE COMPLETE’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
14.11.1993 Repair ‘TWIST LOCK’.
14.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘WEAR PLATES & SADDLES’.
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3081 H’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
06.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3081 H’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3082

13.04.1995 Reclassified from wagon ‘RQKY 3082 J’ to ’ wagon ‘RQMF 3082 X’.

RQKY 3083

Details: wagon ‘RQKY 3083 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.01.1996
Last Brake Cylinder: 30.04.1991
Last Single Car Test: 09.12.1991
Last Lift: 21.02.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘EMPTY LOAD VALVE’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
07.02.1990 Repair ‘VEHICLE COMPLETE’.
07.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3083 C’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
22.02.1990 Repair ‘WHEEL SET’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3083 C’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.04.1991 Repair ‘COUPLER COMPLETE’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘EMPTY LOAD VALVE’.
30.04.1991 Repair ‘GRADE CONTROL VALVE’.
30.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘BOGIE BEARERS’.
17.05.1991 Repair ‘BOGIE COMPLETE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘EMPTY LOAD VALVE’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Repair ‘TOP CENTRE PLATE’.
17.05.1991 Repair ‘TWIST LOCK’.
17.05.1991 Repair ‘VEHICLE RECLASSIFY’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
30.07.1991 Repair ‘BOGIE SIDEFRAME’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘BOGIE BEARERS’.
05.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.12.1991 Repair ‘BOGIE COMPLETE’.
05.12.1991 Repair ‘BRAKE PULL ROD’.
05.12.1991 Repair ‘SIDE BEARER’.
05.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3083 C’
24.12.1991 Repair ‘STEP’.
24.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
28.01.1992 Repair ‘BRAKE BLOCK RB95’.
28.01.1992 Repair ‘STEP’.
28.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘WHEEL SET’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
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26.11.1992 Repair ‘STEP’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE BEARERS’.
14.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
23.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1993 Repair ‘COUPLER KNUCKLE’.
23.01.1993 Repair ‘EMPTY LOAD VALVE’.
23.01.1993 Repair ‘GRADE CONTROL VALVE’.
23.01.1993 Repair ‘WHEEL SET’.
23.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
13.01.1994 Repair ‘STEP’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
19.01.1994 Repair ‘HANDRAILS’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3083 C’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3083 C’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3085

Details: wagon ‘RQKY 3085 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 17.02.1996
Due Triple Valve: 01.03.1997
Last Triple Valve: 13.02.1992
Last Brake Cylinder: 13.02.1992
Last Lift: 06.03.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3085 U’
03.01.1990 Repair ‘END HOSE’.
03.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3085 U’
31.01.1990 Repair ‘TOP CENTRE PLATE’.
31.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3085 U’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1990 Repair ‘TOP CENTRE PLATE’.
01.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3085 U’
09.05.1990 Repair ‘HANDRAILS END’.
09.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3085 U’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3085 U’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.10.1991 Repair ‘BOGIE BEARERS’.
16.10.1991 Repair ‘BRAKE PULL ROD’.
16.10.1991 Repair ‘HANDRAILS END’.
16.10.1991 Repair ‘SIDE BEARER’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Repair ‘VEHICLE RECLASSIFY’.
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16.10.1991 Repair ‘VEHICLE STENCILS’.
16.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 3085 U’
03.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3085 U’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3085 U’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘TOP CENTRE PLATE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3085 U’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE SPRING’.
01.09.1992 Repair ‘COUPLER COMPLETE’.
01.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Repair ‘STRIKING CASTING’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3085 U’
12.06.1993 Repair ‘COUPLER KNUCKLE’.
12.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3085 U’
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3085 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3085 U’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3085 U’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3085 U’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
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25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3086

Details: wagon ‘RQKY 3086 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 25.08.1996
Last Triple Valve: 21.08.1992
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 30.07.1991
Last Lift: 09.07.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
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WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
16.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
22.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘EMPTY LOAD VALVE’.
22.09.1990 Repair ‘GRADE CONTROL VALVE’.
22.09.1990 Repair ‘STANCHION’.
22.09.1990 Repair ‘TRAIN PIPE (END)’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Repair ‘VEHICLE RETARE’.
22.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BOGIE COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Repair ‘WHEEL SET’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
09.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
27.01.1991 Repair ‘TWIST LOCK’.
27.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
04.03.1991 Repair ‘HANDRAILS’.
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04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BRANCH PIPE’.
06.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Repair ‘COUPLER KNUCKLE’.
23.04.1991 Repair ‘EMPTY LOAD VALVE’.
23.04.1991 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘HANDBRAKE HANDLE’.
23.04.1991 Repair ‘TWIST LOCK’.
23.04.1991 Repair ‘WHEEL SET’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
13.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
13.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.06.1991 Repair ‘BRAKE LEVER’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘HANDRAILS’.
11.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.06.1991 Repair ‘TWIST LOCK’.
11.06.1991 Repair ‘TWIST LOCK’.
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11.06.1991 Repair ‘TWIST LOCK’.
11.06.1991 Repair ‘WHEEL SET’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BRAKE PULL ROD’.
28.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1991 Repair ‘EMPTY LOAD VALVE’.
28.06.1991 Repair ‘GRADE CONTROL VALVE’.
28.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 3086 G’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘WHEEL SET’.
17.07.1991 Repair ‘WHEEL SET’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
21.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
17.11.1991 Repair ‘TWIST LOCK’.
17.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
26.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Repair ‘TWIST LOCK’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
08.02.1992 Repair ‘BRAKE BLOCK RB95’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
29.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3086 G’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
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05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BRAKE BLOCK RB95’.
21.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BEARINGS’.
25.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘WHEEL SET’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
24.10.1992 Repair ‘HANDRAILS’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
13.12.1992 Repair ‘TWIST LOCK’.
13.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘WHEEL SET’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 3086 G’

18342



2.709. Wagon classification starting with ‘RQK’

18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘HAND RELEASE (AIR)’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘WHEEL SET’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
10.11.1993 Repair ‘END BRAKE COCK’.
10.11.1993 Repair ‘END HOSE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘WHEEL SET’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3086 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3086 G’
26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘AQSY 3086 G’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
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16.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.10.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 3087

Details: wagon ‘RQKY 3087 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RC CM CN CH
Return to Service Date: 06.05.1996
Due Triple Valve: 11.11.1996
Last Single Car Test: 12.06.1991
Last Lift: 11.11.1986
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘END FRAME MEMBER’.
11.06.1991 Repair ‘VEHICLE STENCILS’.
11.06.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 3087 P’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BOGIE BEARERS’.
01.07.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.07.1991 Repair ‘END COMPLETE’.
01.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1991 Repair ‘TOP CENTRE PLATE’.
01.07.1991 Repair ‘VEHICLE RECLASSIFY’.
01.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3087 P’
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE STENCILS’.
09.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 3087 P’
18.09.1991 Repair ‘HANDRAILS’.
18.09.1991 Repair ‘HANDRAILS END’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.10.1991 Repair ‘EMPTY LOAD VALVE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Repair ‘STANCHION’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1991 Repair ‘VEHICLE RETARE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
06.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
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12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
28.11.1991 Repair ‘HANDRAILS’.
28.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3087 P’
02.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1992 Repair ‘TWIST LOCK’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
06.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.11.1992 Repair ‘BRAKE LEVER’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
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19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
07.06.1993 Repair ‘TWIST LOCK’.
07.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
10.07.1993 Repair ‘TWIST LOCK’.
10.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.08.1993 Repair ‘BRAKE BLOCK RB95’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Repair ‘VEHICLE COMPLETE’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
16.10.1993 Repair ‘BRAKE BLOCK RB95’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 3087 P’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘END BRAKE COCK’.
27.10.1993 Repair ‘END HOSE’.
27.10.1993 Repair ‘RELAY VALVE’.
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
08.01.1994 Repair ‘BOGIE BOLSTER’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 3087 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 3087 P’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.10.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4200

Details: wagon ‘RQKY 4200 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 25.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 02.01.1996
Last Brake Cylinder: 18.01.1989
Last Single Car Test: 21.04.1989
Last Lift: 17.01.1978
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
28.08.1989 Repair ‘HANDRAILS END’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4200 A’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
11.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘STEP’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
28.09.1990 Repair ‘TWIST LOCK’.
28.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4200 A’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
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11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
27.11.1991 Repair ‘SIDE STEP’.
27.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
24.02.1992 Repair ‘BRAKE BLOCK RB95’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.07.1992 Repair ‘BOGIE WEAR PLATES’.
14.07.1992 Repair ‘BRAKE BLOCK RB95’.
14.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARINGS’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
14.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
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28.11.1992 Repair ‘STEP’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
23.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
14.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1993 Repair ‘HOSE FITTINGS’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4200 A’
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
22.10.1993 Repair ‘STEP’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘HOSE FITTINGS’.
18.01.1994 Repair ‘WHEEL SET’.
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4200 A’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4200 A’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4200 A’
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22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4200 A’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4200 A’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4201

Details: wagon ‘RQKY 4201 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 27.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.09.1996
Last Triple Valve: 28.07.1989
Last Brake Cylinder: 05.03.1993
Last Single Car Test: 27.02.1992
Last Lift: 20.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1989 Repair ‘COUPLER KNUCKLE’.
28.07.1989 Repair ‘EMPTY LOAD VALVE’.
28.07.1989 Repair ‘GRADE CONTROL VALVE’.
28.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Repair ‘TWIST LOCK’.
28.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’

18354



2.709. Wagon classification starting with ‘RQK’

05.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
12.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
22.12.1989 Repair ‘BRAKE BLOCK RB95’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4201 J’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘STEP’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘BRAKE PULL ROD’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
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08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.09.1990 Repair ‘BRAKE BLOCK RB95’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
28.12.1990 Repair ‘BRAKE BLOCK RB95’.
28.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BRAKE BLOCK RB95’.
15.02.1991 Repair ‘BRANCH PIPE’.
15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRANCH PIPE’.
11.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘END BRAKE COCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘BRAKE PULL ROD’.
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25.06.1991 Repair ‘BRAKE PULL ROD’.
25.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1991 Repair ‘ISOLATING COCK’.
25.06.1991 Repair ‘ISOLATING COCK’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRANCH PIPE’.
01.07.1991 Repair ‘BRANCH PIPE’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
14.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.11.1991 Repair ‘HOSE FITTINGS’.
14.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘COUPLER COMPLETE’.
25.02.1992 Repair ‘END BRAKE COCK’.
25.02.1992 Repair ‘TRAIN PIPE (END)’.
25.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1992 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 4201 J’
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BRAKE BLOCK RB95’.
29.06.1992 Repair ‘COUPLER KNUCKLE’.
29.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1992 Repair ‘TWIST LOCK’.
29.06.1992 Repair ‘WHEEL SET’.
29.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
21.08.1992 Alteration complete ‘FIT MINER TECSCOILS TO BOTH BOGIES IN ALL

SPRING NESTS OF AQSY4201 AS PER SUPPLIED SKETCH. NOTIFY PHIL
WRIGHT, 4914, PRIOR TO INSTALLATION OF THESE. AQSY4201. (RD0002)’.

27.08.1992 Repair ‘BOGIE BEARINGS’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4201 J’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BOGIE SPRING’.
01.09.1992 Repair ‘END BRAKE COCK’.
01.09.1992 Repair ‘STRIKING CASTING’.
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE SPRING’.
21.12.1992 Repair ‘BRAKE BLOCK RB95’.
21.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4201 J’
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BEARINGS’.
05.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘VEHICLE STENCILS’.
05.03.1993 Repair ‘WHEEL SET’.
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05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
06.05.1993 Repair ‘BOGIE BEARINGS’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
20.05.1993 Repair ‘TWIST LOCK’.
20.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
04.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1993 Repair ‘BOGIE BOLSTER’.
04.09.1993 Repair ‘BOGIE COMPLETE’.
04.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
04.09.1993 Repair ‘BRAKE BLOCK RB95’.
04.09.1993 Repair ‘TWIST LOCK’.
04.09.1993 Repair ‘TWIST LOCK’.
04.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
11.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
18.11.1993 Alteration complete ‘REMOVE BOGIES UNDER SERVICE TEST 1012.

RECONDITION BOGIE BOLSTER GIBS, ETC TO M.E. STANDARD R3. NOTE 1)
BOLSTER ANGLES TO BE RESTORED TO THE GUAGE SUPPLIED. 2) NEW
FRICTION WEDGES ONLY TO BE USED. 3) CHECK FRICTION WEDGE
SPRINGS AND REPLACE IF BELOW STANDARD HEIGHT AQSY 4201 (RD0011)’.

13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BOLSTER’.
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BOGIE COMPLETE’.
13.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘TOP CENTRE PLATE’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
05.02.1994 Repair ‘TWIST LOCK’.
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05.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4201 J’

10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4201 J’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4201 J’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.11.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4203

Details: wagon ‘RQKY 4203 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 11.08.1996
Last Triple Valve: 12.05.1992
Last Brake Cylinder: 17.07.1990
Last Single Car Test: 05.08.1991
Last Lift: 21.10.1985
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
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31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
28.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘CARD OR CLIP HOLDER’.
26.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘WHEEL SET’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘BOGIE BEARINGS’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘EMPTY LOAD VALVE’.
13.08.1990 Repair ‘GRADE CONTROL VALVE’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BEARINGS’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.09.1990 Repair ‘GRADE CONTROL VALVE’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
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TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
03.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1990 Repair ‘BRAKE BLOCK RB95’.
03.11.1990 Repair ‘BRAKE LEVER’.
03.11.1990 Repair ‘BRAKE PULL ROD’.
03.11.1990 Repair ‘COUPLER KNUCKLE’.
03.11.1990 Repair ‘EMPTY LOAD VALVE’.
03.11.1990 Repair ‘GRADE CONTROL VALVE’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Repair ‘TWIST LOCK’.
03.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BRAKE BLOCK RB95’.
27.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4203 E’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
18.06.1991 Repair ‘STANCHION’.
18.06.1991 Repair ‘STANCHION’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
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02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE BEARERS’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘BRANCH PIPE’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4203 E’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
19.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1991 Repair ‘BRAKE LEVER’.
19.09.1991 Repair ‘COUPLER KNUCKLE’.
19.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1991 Repair ‘TWIST LOCK’.
19.09.1991 Repair ‘VEHICLE COMPLETE’.
19.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
19.10.1991 Repair ‘TWIST LOCK’.
19.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
17.03.1992 Repair ‘TWIST LOCK’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
29.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
04.04.1992 Repair ‘TWIST LOCK’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘SHUNT PAD’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
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14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BRANCH PIPE’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1992 Repair ‘END BRAKE COCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4203 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4203 E’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4205

Details: wagon ‘RQKY 4205 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 20.08.1996
Last Brake Cylinder: 16.04.1991
Last Single Car Test: 30.03.1993
Last Lift: 01.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.03.1990 Repair ‘STEP’.
07.03.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AQSY 4205 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.01.1991 Alteration complete ‘FIT ‘STUCKI’ SIDEBEARER POCKETS TO BOGIES OF

12 NO. ‘AQMX’ CONTAINER FLAT WAGONS.FIT ‘MINER’ TCC-4500 CONSTANT
CONTACT SIDEBEARERS WITH ‘MINER’ RSB POCKET INSERTS TO ‘STUCKI’
POCKETS. ALSO FIT MANGANESES STEEL SIDEBEARER WEARPLATES TO
WAGON UNDERFRAMES. RECLASSIFY WAGONS TO ‘AQSY‘. RECLASSIFY
BOGIES TO ‘ASSC‘.SIDEBEARERS TO BE INSTALLED IN ACCORDANCE WITH
ME STANDARD R31. AQMX - 12 NO. TO BE SELECTED. (RS4563)’. New class:
‘AQSY’.

29.03.1991 Repair ‘HANDRAILS END’.
29.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4205 W’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARERS’.
16.04.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘EMPTY LOAD VALVE’.
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16.04.1991 Repair ‘GRADE CONTROL VALVE’.
16.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘VEHICLE RECLASSIFY’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4205 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘STEP’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘EMPTY LOAD VALVE’.
19.06.1991 Repair ‘GRADE CONTROL VALVE’.
19.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1991 Repair ‘TWIST LOCK’.
19.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4205 W’
27.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘TOP CENTRE PLATE’.
26.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4205 W’
06.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
24.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BRAKE LEVER’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4205 W’
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19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘BOGIE BEARERS’.
19.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1992 Repair ‘BOGIE COMPLETE’.
19.12.1992 Repair ‘BRAKE PULL ROD’.
19.12.1992 Repair ‘END BRAKE COCK’.
19.12.1992 Repair ‘HANDRAILS’.
19.12.1992 Repair ‘HANDRAILS END’.
19.12.1992 Repair ‘TRAIN PIPE (END)’.
19.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4205 W’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘BRANCH PIPE’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘END HOSE’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1993 Repair ‘SIDE BEARER’.
11.03.1993 Repair ‘TWIST LOCK’.
11.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4205 W’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4205 W’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4205 W’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
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22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4205 W’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4205 W’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4209

11.04.1995 Reclassified from wagon ‘RQKY 4209 F’ to ’ wagon ‘RQMF 4209 E’.

RQKY 4210

Details: wagon ‘RQKY 4210 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.01.1979
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 21.03.1996
Last Triple Valve: 28.10.1988
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 12.10.1993
Last Lift: 19.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.09.1989 Repair ‘HANDRAILS END’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
14.10.1989 Repair ‘END BRAKE COCK’.
14.10.1989 Repair ‘END HOSE’.
14.10.1989 Repair ‘TRAIN PIPE (END)’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
14.11.1989 Repair ‘STEP’.
14.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AQSY 4210 X’
14.12.1989 Repair ‘STEP’.
14.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
06.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘HANDRAILS END’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘VEHICLE STENCILS’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4210 X’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE BLOCK RB95’.
29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘COUPLER COMPLETE’.
29.08.1990 Repair ‘HANDRAILS’.
29.08.1990 Repair ‘HANDRAILS END’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
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29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQSY 4210 X’

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘END COMPLETE’.
15.05.1991 Repair ‘END HOSE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4210 X’
06.06.1991 Repair ‘HANDRAILS’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Repair ‘TWIST LOCK’.
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4210 X’
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4210 X’
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Repair ‘BRAKE BLOCK RB95’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
04.01.1992 Repair ‘BRAKE BLOCK RB95’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘END FRAME MEMBER’.
10.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4210 X’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1992 Repair ‘BRAKE BLOCK RB95’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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27.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4210 X’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
07.08.1992 Repair ‘STEP’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1992 Repair ‘BRAKE BLOCK RB95’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘EMPTY LOAD VALVE’.
21.09.1992 Repair ‘GRADE CONTROL VALVE’.
21.09.1992 Repair ‘HANDRAILS’.
21.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Repair ‘WHEEL SET’.
21.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4210 X’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BEARERS’.
07.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1993 Repair ‘BRAKE LEVER’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
07.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Repair ‘YOKE CARRIER’.
07.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4210 X’
15.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4210 X’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4210 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4210 X’
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
01.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4210 X’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4210 X’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.12.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4211

Details: wagon ‘RQKY 4211 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.08.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 05.10.1996
Last Brake Cylinder: 10.04.1992
Last Single Car Test: 20.10.1993
Last Lift: 07.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE
TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘BRAKE LEVER’.
31.08.1989 Repair ‘BRAKE PULL ROD’.
31.08.1989 Repair ‘COUPLER COMPLETE’.
31.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘END HOSE’.
31.08.1989 Repair ‘FLOOR SHEETING’.
31.08.1989 Repair ‘HANDRAILS’.
31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Repair ‘SIDE BEARER’.
31.08.1989 Repair ‘TOP CENTRE PLATE’.
31.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1989 Repair ‘VEHICLE RECLASSIFY’.
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31.08.1989 Repair ‘YOKE COMPLETE’.
31.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4211 R’
19.11.1989 Repair ‘STEP’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4211 R’
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Repair ‘COUPLER KNUCKLE’.
09.02.1990 Repair ‘EMPTY LOAD VALVE’.
09.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘TWIST LOCK’.
09.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.02.1990 Repair ‘WHEEL SET’.
09.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
22.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1990 Repair ‘BOGIE COMPLETE’.
22.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
22.09.1990 Repair ‘COUPLER KNUCKLE’.
22.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1990 Repair ‘SIDE STEP’.
22.09.1990 Repair ‘STANCHION’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Repair ‘VEHICLE STENCILS’.
22.09.1990 Repair ‘WHEEL SET’.
22.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.07.1991 Repair ‘BRAKE BLOCK RB95’.
15.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE LEVER’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
19.01.1992 Repair ‘TWIST LOCK’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE PULL ROD’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘WHEEL SET’.
05.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4211 R’
29.02.1992 Repair ‘TWIST LOCK’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
26.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘WHEEL SET’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
31.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4211 R’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
16.12.1992 Repair ‘STEP’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘HAND RELEASE (AIR)’.
04.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Repair ‘WHEEL SET’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
11.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4211 R’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE COMPLETE’.
23.08.1993 Repair ‘BRAKE PULL ROD’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘HOSE FITTINGS’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4211 R’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1993 Repair ‘BOGIE COMPLETE’.
18.10.1993 Repair ‘BRAKE PULL ROD’.
18.10.1993 Repair ‘SIDE SILL’.
18.10.1993 Repair ‘TRAIN PIPE (END)’.
18.10.1993 Repair ‘TRAIN PIPE’.
18.10.1993 Repair ‘VEHICLE COMPLETE’.
18.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4211 R’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
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06.02.1994 Repair ‘TWIST LOCK’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4211 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4211 R’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
05.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4213

Details: wagon ‘RQKY 4213 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.08.1976
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 10.06.1996
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.01.1994
Last Lift: 16.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘SHUNT PAD’.
19.09.1989 Repair ‘SHUNT PAD’.
19.09.1989 Repair ‘SHUNT PAD’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘VEHICLE RETARE’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘END BRAKE COCK’.
04.12.1989 Repair ‘RELAY VALVE’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4213 M’
07.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1989 Repair ‘STEP’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
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07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4213 M’

28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.12.1989 Repair ‘TRAIN PIPE (END)’.
28.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4213 M’
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
07.07.1990 Repair ‘END HOSE’.
07.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
22.09.1990 Repair ‘SIDE BEARER CLEARANCE’.
22.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4213 M’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4213 M’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE COMPLETE’.
12.11.1990 Repair ‘VEHICLE COMPLETE’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4213 M’
22.12.1990 Repair ‘BRAKE BLOCK RB95’.
22.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1991 Repair ‘EMPTY LOAD VALVE’.
07.05.1991 Repair ‘GRADE CONTROL VALVE’.
07.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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07.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.05.1991 Repair ‘TRAIN PIPE (END)’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Repair ‘TWIST LOCK’.
07.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRAKE BLOCK RB95’.
25.06.1991 Repair ‘TWIST LOCK’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘WHEEL SET’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BEARERS’.
10.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
29.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
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01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK RB95’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘HOSE FITTINGS’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4213 M’
15.05.1993 Repair ‘TWIST LOCK’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BRANCH PIPE’.
11.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4213 M’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1993 Repair ‘STEP’.
12.10.1993 Repair ‘VEHICLE STENCILS’.
12.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4213 M’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
18.01.1994 Repair ‘VEHICLE STENCILS’.
18.01.1994 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4213 M’
19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4213 M’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
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09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4213 M’

19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4213 M’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4213 M’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4214

Details: wagon ‘RQKY 4214 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.08.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ
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Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.11.1995
Due Triple Valve: 02.11.1988
Last Brake Cylinder: 16.09.1993
Last Single Car Test: 29.09.1993
Last Lift: 14.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

28.08.1985 Alteration complete ‘MODIFY FOUR (4) ‘AQMX’ WAGONS TO FACILITATE
THE FITTING OF BOGIES WITH 356MM CENTRE PLATES AND ‘WABCOPAC’
BRAKE GEAR BY FITTING 356MM DIAMETER TOP CENTRE PLATES AND AIR
BRAKE PIPING. FOUR ‘SCHEFFEL’,TWO ‘SWING MOTION’ AND TWO ‘SUPER
SERVICE’ BOGIES ARE TO BE OBTAINED FROM ‘AHHE’ WAGONS FOR TEST
PURPOSES. WAGONS TO BE RECLASSIFIED ‘AQME’ AND TO RETAIN SAME
NUMBERS. (4 OFF) FROM NUMBER RANGE 4200 TO 4249 (RS4059)’.

15.01.1988 Alteration complete ‘RECLASSIFY AQME TO AQMH - REFER RS4231
(RS3055)’. New class: ‘AQMH’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘COUPLER KNUCKLE’.
07.09.1989 Repair ‘EMPTY LOAD VALVE’.
07.09.1989 Repair ‘GRADE CONTROL VALVE’.
07.09.1989 Repair ‘SIDE BEARER’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘WHEEL SET’.
07.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AQMH’ CONTAINER FLAT WAGONS

TO ‘AQVY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AQMH (RS4527)’. New class: ‘AQVY’.

03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘COUPLER KNUCKLE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TWIST LOCK’.
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03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘EMPTY LOAD VALVE’.
04.10.1990 Repair ‘GRADE CONTROL VALVE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE SIDEFRAME’.
26.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4214 V’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘BOGIE COMPLETE’.
10.01.1991 Repair ‘BRAKE BLOCK RB101’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
10.01.1991 Repair ‘EMPTY LOAD VALVE’.
10.01.1991 Repair ‘GRADE CONTROL VALVE’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
28.01.1991 Repair ‘TWIST LOCK’.
28.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘VEHICLE RECLASSIFY’.
06.06.1991 Repair ‘VEHICLE STENCILS’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
02.09.1991 Repair ‘BRAKE BLOCK RB101’.

18385



2. TIMS GROUP INFORMATION - WAGONS

02.09.1991 Repair ‘WHEEL SET’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
05.09.1991 Repair ‘WHEEL SET’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
23.09.1991 Repair ‘WHEEL SET’.
23.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
03.10.1991 Repair ‘WHEEL SET’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE COMPLETE’.
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4214 V’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BEARERS’.
30.03.1992 Repair ‘BRAKE BLOCK RB101’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1992 Repair ‘SIDE BEARER CLEARANCE’.
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BEARERS’.
12.06.1992 Repair ‘SIDE BEARER’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4214 V’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BRAKE BLOCK RB101’.
09.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4214 V’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘SIDE BEARER’.
29.09.1992 Repair ‘TOP CENTRE PLATE’.
29.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 4214 V’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘VEHICLE COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
05.02.1993 Repair ‘STEP’.
05.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4214 V’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘EMPTY LOAD VALVE’.
25.03.1993 Repair ‘GRADE CONTROL VALVE’.
25.03.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
17.04.1993 Repair ‘STEP’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
04.05.1993 Repair ‘STEP’.
04.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘VEHICLE COMPLETE’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BEARERS’.
09.06.1993 Repair ‘SIDE BEARER’.
09.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4214 V’
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Repair ‘WHEEL SET’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
05.08.1993 Alteration complete ‘REMOVE 70T BOGIES INCL. TOP CENTRE CASTING.

REMOVE EXISTING B.C. PIPES & THEIR HOSES FROM BOGIE. REPLACE THE
PIPE TO THE ‘W’ TRIPLE VALVE MOUNTING BRACKET. FIT 50T HIGH SPEED
BOGIES & FIT 300 DIA. TOP CENTRE CASTINGS. FIT CONSTANT CONTACT
SIDEBEARERS. RESET BRAKE PULL ROD FORKS TO FIT TO BOGIE LIVE LEVER.
RECLASSIFY TO ‘AQSY‘. AQVY 4214, 4215 & 4228. (RS4805)’. New class: ‘AQSY’.

23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘TWIST LOCK’.
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02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BEARERS’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRAKE CONTROL PIPE’.
16.09.1993 Repair ‘BRAKE CYLINDER HOSE’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘CENTRE SILL’.
16.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘EMPTY LOAD VALVE’.
16.09.1993 Repair ‘GRADE CONTROL VALVE’.
16.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘SIDE BEARER’.
16.09.1993 Repair ‘TOP CENTRE PLATE’.
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘VEHICLE RECLASSIFY’.
16.09.1993 Repair ‘VEHICLE STENCILS’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘CENTRE SILL’.
29.09.1993 Repair ‘HANDRAILS END’.
29.09.1993 Repair ‘TOP CENTRE PLATE’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4214 V’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE BLOCK RB95’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘EMPTY LOAD VALVE’.
08.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE COMPLETE’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘EMPTY LOAD VALVE’.
10.12.1993 Repair ‘GRADE CONTROL VALVE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4214 V’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4214 V’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 4214 V’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4215

Details: wagon ‘RQKY 4215 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS162/3
Date Built: 15.09.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ
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Capacity of 55 tonnes

Fleet Grp Code: AD RZ RC CN CM CH
Return to Service Date: 19.07.1996
Last Triple Valve: 22.06.1993
Last Brake Cylinder: 22.06.1993
Last Single Car Test: 20.01.1994
Last Lift: 27.06.1984
Cont Connector Type:] P
Cont Max Slots: 3

28.08.1985 Alteration complete ‘MODIFY FOUR (4) ‘AQMX’ WAGONS TO FACILITATE
THE FITTING OF BOGIES WITH 356MM CENTRE PLATES AND ‘WABCOPAC’
BRAKE GEAR BY FITTING 356MM DIAMETER TOP CENTRE PLATES AND AIR
BRAKE PIPING. FOUR ‘SCHEFFEL’,TWO ‘SWING MOTION’ AND TWO ‘SUPER
SERVICE’ BOGIES ARE TO BE OBTAINED FROM ‘AHHE’ WAGONS FOR TEST
PURPOSES. WAGONS TO BE RECLASSIFIED ‘AQME’ AND TO RETAIN SAME
NUMBERS. (4 OFF) FROM NUMBER RANGE 4200 TO 4249 (RS4059)’.

15.01.1988 Alteration complete ‘RECLASSIFY AQME TO AQMH - REFER RS4231
(RS3055)’. New class: ‘AQMH’.

16.08.1989 Repair ‘WHEEL SET’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘BRANCH PIPE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘GRADE CONTROL VALVE’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Repair ‘TWIST LOCK’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
06.01.1990 Repair ‘WHEEL SET’.
06.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.01.1990 Repair ‘BRAKE LEVER’.
18.01.1990 Repair ‘BRAKE PULL ROD’.
18.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.01.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.01.1990 Repair ‘GRADE CONTROL VALVE’.
18.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1990 Repair ‘WHEEL SET’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
24.01.1990 Repair ‘WHEEL SET’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘STEP’.
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08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
24.06.1990 Repair ‘END HOSE’.
24.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AQMH’ CONTAINER FLAT WAGONS

TO ‘AQVY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AQMH (RS4527)’. New class: ‘AQVY’.

20.08.1990 Repair ‘HANDRAILS END’.
20.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4215 H’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Repair ‘VEHICLE COMPLETE’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4215 H’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BRAKE BLOCK RB101’.
30.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4215 H’
09.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1991 Repair ‘COUPLER KNUCKLE’.
09.03.1991 Repair ‘EMPTY LOAD VALVE’.
09.03.1991 Repair ‘GRADE CONTROL VALVE’.
09.03.1991 Repair ‘VEHICLE RECLASSIFY’.
09.03.1991 Repair ‘VEHICLE STENCILS’.
09.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
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24.07.1991 Repair ‘GRADE CONTROL VALVE’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Repair ‘VEHICLE COMPLETE’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
11.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1991 Repair ‘TOP CENTRE PLATE’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4215 H’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Repair ‘TWIST LOCK’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
19.12.1991 Repair ‘STEP’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘WHEEL SET’.
14.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Repair ‘WEAR PLATES & SADDLES’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
11.03.1992 Repair ‘WHEEL SET’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4215 H’
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘TRAIN PIPE’.
07.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4215 H’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
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29.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1993 Repair ‘BRANCH PIPE’.
29.05.1993 Repair ‘COUPLER KNUCKLE’.
29.05.1993 Repair ‘EMPTY LOAD VALVE’.
29.05.1993 Repair ‘GRADE CONTROL VALVE’.
29.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
22.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.06.1993 Repair ‘EMPTY LOAD VALVE’.
22.06.1993 Repair ‘GRADE CONTROL VALVE’.
22.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
22.06.1993 Repair ‘TWIST LOCK’.
22.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
05.08.1993 Alteration complete ‘REMOVE 70T BOGIES INCL. TOP CENTRE CASTING.

REMOVE EXISTING B.C. PIPES & THEIR HOSES FROM BOGIE. REPLACE THE
PIPE TO THE ‘W’ TRIPLE VALVE MOUNTING BRACKET. FIT 50T HIGH SPEED
BOGIES & FIT 300 DIA. TOP CENTRE CASTINGS. FIT CONSTANT CONTACT
SIDEBEARERS. RESET BRAKE PULL ROD FORKS TO FIT TO BOGIE LIVE LEVER.
RECLASSIFY TO ‘AQSY‘. AQVY 4214, 4215 & 4228. (RS4805)’. New class: ‘AQSY’.

20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1994 Repair ‘BOGIE COMPLETE’.
20.01.1994 Repair ‘BRAKE PULL ROD’.
20.01.1994 Repair ‘BRANCH PIPE’.
20.01.1994 Repair ‘END BRAKE COCK’.
20.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1994 Repair ‘TOP CENTRE PLATE’.
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4215 H’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BEARERS’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘BRAKE CONTROL PIPE’.
27.01.1994 Repair ‘BRAKE PULL ROD’.
27.01.1994 Repair ‘BRANCH PIPE’.
27.01.1994 Repair ‘TOP CENTRE PLATE’.
27.01.1994 Repair ‘VEHICLE RECLASSIFY’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4215 H’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4215 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4215 H’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.02.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4216

Details: wagon ‘RQKY 4216 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.09.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 08.10.1996
Due Triple Valve: 01.04.1987
Last Brake Cylinder: 26.02.1990
Last Single Car Test: 25.02.1993
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BEARERS’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
04.07.1989 Repair ‘SIDE BEARER’.
04.07.1989 Repair ‘TRAIN PIPE (END)’.
04.07.1989 Repair ‘TRAIN PIPE’.
04.07.1989 Repair ‘VEHICLE RECLASSIFY’.
04.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4216 Q’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘YOKE CARRIER’.
13.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4216 Q’
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
15.12.1989 Repair ‘HANDRAILS’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4216 Q’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BOGIE COMPLETE’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘HANDRAILS’.
05.01.1990 Repair ‘TWIST LOCK’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
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26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
12.03.1990 Repair ‘BRAKE BLOCK RB95’.
12.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4216 Q’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1990 Repair ‘BOGIE COMPLETE’.
23.04.1990 Repair ‘BRAKE PULL ROD’.
23.04.1990 Repair ‘CARD OR CLIP HOLDER’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘WEAR PLATES & SADDLES’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
05.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BEARERS’.
20.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘COUPLER KNUCKLE’.
20.08.1990 Repair ‘EMPTY LOAD VALVE’.
20.08.1990 Repair ‘GRADE CONTROL VALVE’.
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20.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1990 Repair ‘SIDE BEARER’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1990 Repair ‘TRAIN PIPE (END)’.
10.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4216 Q’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4216 Q’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
07.05.1991 Repair ‘BRAKE BLOCK RB95’.
07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
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06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
22.06.1991 Repair ‘BRAKE BLOCK RB95’.
22.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
24.08.1991 Repair ‘TWIST LOCK’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
15.09.1991 Repair ‘BRAKE BLOCK RB95’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘TOP CENTRE PLATE’.
17.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4216 Q’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
04.11.1991 Repair ‘TWIST LOCK’.
04.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
22.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
30.12.1991 Repair ‘TWIST LOCK’.
30.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
05.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
26.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Repair ‘TWIST LOCK’.
10.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4216 Q’
25.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
24.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4216 Q’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1992 Repair ‘BRAKE LEVER’.
08.08.1992 Repair ‘BRAKE PULL ROD’.
08.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
21.12.1992 Repair ‘TWIST LOCK’.
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21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRANCH PIPE’.
25.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.02.1993 Repair ‘HOSE FITTINGS’.
25.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4216 Q’
14.03.1993 Repair ‘TWIST LOCK’.
14.03.1993 Repair ‘TWIST LOCK’.
14.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
03.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.12.1993 Repair ‘SIDE BEARER’.
03.12.1993 Repair ‘TOP CENTRE PLATE’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BEARERS’.
08.12.1993 Repair ‘BOGIE BEARERS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘SIDE BEARER’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
15.12.1993 Repair ‘BOGIE BEARINGS’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
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31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4216 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4216 Q’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.12.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4220

Details: wagon ‘RQKY 4220 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 11.11.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ
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Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.05.1996
Last Brake Cylinder: 08.03.1993
Last Single Car Test: 12.05.1992
Last Lift: 04.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘HANDRAILS END’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
29.11.1989 Repair ‘END HOSE’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BRAKE BLOCK RB95’.
10.02.1990 Repair ‘COUPLER KNUCKLE’.
10.02.1990 Repair ‘EMPTY LOAD VALVE’.
10.02.1990 Repair ‘GRADE CONTROL VALVE’.
10.02.1990 Repair ‘HANDRAILS END’.
10.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘COUPLER KNUCKLE’.
28.02.1990 Repair ‘EMPTY LOAD VALVE’.
28.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.02.1990 Repair ‘HANDRAILS END’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Repair ‘TWIST LOCK’.
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28.02.1990 Repair ‘WHEEL SET’.
28.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1990 Repair ‘BRAKE LEVER’.
29.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘EMPTY LOAD VALVE’.
29.03.1990 Repair ‘GRADE CONTROL VALVE’.
29.03.1990 Repair ‘TWIST LOCK’.
29.03.1990 Repair ‘WHEEL SET’.
29.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
29.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
21.11.1990 Repair ‘TWIST LOCK’.
21.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘EMPTY LOAD VALVE’.
20.12.1990 Repair ‘GRADE CONTROL VALVE’.
20.12.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Repair ‘TWIST LOCK’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘COUPLER COMPLETE’.
11.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4220 Q’
11.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1992 Repair ‘COUPLER KNUCKLE’.
11.06.1992 Repair ‘EMPTY LOAD VALVE’.
11.06.1992 Repair ‘GRADE CONTROL VALVE’.
11.06.1992 Repair ‘STANCHION’.
11.06.1992 Repair ‘TWIST LOCK’.
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11.06.1992 Repair ‘TWIST LOCK’.
11.06.1992 Repair ‘TWIST LOCK’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
14.08.1992 Repair ‘STEP’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
27.10.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1993 Repair ‘SHUNT PAD’.
08.03.1993 Repair ‘TWIST LOCK’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘YOKE COMPLETE’.
05.08.1993 Repair ‘YOKE PIN’.
05.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1993 Repair ‘BRAKE LEVER’.
02.09.1993 Repair ‘BRAKE PIN’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Repair ‘WHEEL SET’.
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02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE SIDEFRAME’.
07.10.1993 Repair ‘BRAKE BLOCK RB95’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
20.11.1993 Repair ‘BOGIE COMPLETE’.
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
18.12.1993 Repair ‘TWIST LOCK’.
18.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
20.02.1994 Repair ‘TWIST LOCK’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4220 Q’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4220 Q’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
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(RS4902)’. New class: ‘RQMF’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

28.11.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4224

Details: wagon ‘RQKY 4224 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.01.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.10.1995
Due Triple Valve: 15.02.1990
Last Brake Cylinder: 30.03.1992
Last Lift: 10.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.09.1989 Repair ‘STEP’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4224 G’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.11.1990 Repair ‘BRAKE LEVER’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

16.05.1991 Repair ‘HANDRAILS END’.
16.05.1991 Repair ‘STEP’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
30.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4224 G’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BEARERS’.
03.10.1991 Repair ‘HANDRAILS END’.
03.10.1991 Repair ‘SIDE BEARER’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4224 G’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
01.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
01.03.1992 Repair ‘BRAKE BLOCK RB95’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
11.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BEARERS’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
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30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1992 Repair ‘SIDE BEARER’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
25.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.04.1992 Repair ‘BRAKE BLOCK RB95’.
25.04.1992 Repair ‘BRAKE PULL ROD’.
25.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.04.1992 Repair ‘VEHICLE COMPLETE’.
25.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
29.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘EMPTY LOAD VALVE’.
09.05.1992 Repair ‘GRADE CONTROL VALVE’.
09.05.1992 Repair ‘VEHICLE COMPLETE’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COUPLER COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
07.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
31.07.1993 Repair ‘STEP’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
22.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
24.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
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25.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
14.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4224 G’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4224 G’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

15.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4228

Details: wagon ‘RQKY 4228 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $23210
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Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS162/3
Date Built: 14.02.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AD CM CN CH
Return to Service Date: 15.07.1996
Due Triple Valve: 21.03.1988
Last Triple Valve: 15.07.1992
Last Brake Cylinder: 16.12.1991
Last Single Car Test: 30.08.1988
Last Lift: 28.10.1985
Cont Connector Type:] P
Cont Max Slots: 3

28.08.1985 Alteration complete ‘MODIFY FOUR (4) ‘AQMX’ WAGONS TO FACILITATE
THE FITTING OF BOGIES WITH 356MM CENTRE PLATES AND ‘WABCOPAC’
BRAKE GEAR BY FITTING 356MM DIAMETER TOP CENTRE PLATES AND AIR
BRAKE PIPING. FOUR ‘SCHEFFEL’,TWO ‘SWING MOTION’ AND TWO ‘SUPER
SERVICE’ BOGIES ARE TO BE OBTAINED FROM ‘AHHE’ WAGONS FOR TEST
PURPOSES. WAGONS TO BE RECLASSIFIED ‘AQME’ AND TO RETAIN SAME
NUMBERS. (4 OFF) FROM NUMBER RANGE 4200 TO 4249 (RS4059)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQME TO AQMH - REFER RS4231
(RS3055)’. New class: ‘AQMH’.

29.07.1989 Repair ‘BRAKE BLOCK RB101’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Repair ‘HANDRAILS END’.
24.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘AXLEBOX’.
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28.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4228 T’

23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘TRAIN PIPE (END)’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Repair ‘VEHICLE COMPLETE’.
23.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
30.04.1990 Repair ‘TWIST LOCK’.
30.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4228 T’
25.07.1990 Repair ‘BRAKE BLOCK RB101’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AQMH’ CONTAINER FLAT WAGONS

TO ‘AQVY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AQMH (RS4527)’. New class: ‘AQVY’.

10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘EMPTY LOAD VALVE’.
10.10.1990 Repair ‘GRADE CONTROL VALVE’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
23.04.1991 Repair ‘VEHICLE RECLASSIFY’.
23.04.1991 Repair ‘VEHICLE STENCILS’.
23.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4228 T’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BRAKE BLOCK OTHER’.
16.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
11.04.1992 Repair ‘TWIST LOCK’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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15.07.1992 Repair ‘COUPLER KNUCKLE’.
15.07.1992 Repair ‘EMPTY LOAD VALVE’.
15.07.1992 Repair ‘END BRAKE COCK’.
15.07.1992 Repair ‘END HOSE’.
15.07.1992 Repair ‘GRADE CONTROL VALVE’.
15.07.1992 Repair ‘ISOLATING COCK’.
15.07.1992 Repair ‘RELAY VALVE’.
15.07.1992 Repair ‘TRAIN PIPE (END)’.
15.07.1992 Repair ‘TRAIN PIPE’.
15.07.1992 Repair ‘TWIST LOCK’.
15.07.1992 Repair ‘TWIST LOCK’.
15.07.1992 Repair ‘TWIST LOCK’.
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘BRAKE BLOCK OTHER’.
08.05.1993 Repair ‘COUPLER KNUCKLE’.
08.05.1993 Repair ‘COUPLER KNUCKLE’.
08.05.1993 Repair ‘EMPTY LOAD VALVE’.
08.05.1993 Repair ‘GRADE CONTROL VALVE’.
08.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1993 Repair ‘TWIST LOCK’.
08.05.1993 Repair ‘TWIST LOCK’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
05.08.1993 Alteration complete ‘REMOVE 70T BOGIES INCL. TOP CENTRE CASTING.

REMOVE EXISTING B.C. PIPES & THEIR HOSES FROM BOGIE. REPLACE THE
PIPE TO THE ‘W’ TRIPLE VALVE MOUNTING BRACKET. FIT 50T HIGH SPEED
BOGIES & FIT 300 DIA. TOP CENTRE CASTINGS. FIT CONSTANT CONTACT
SIDEBEARERS. RESET BRAKE PULL ROD FORKS TO FIT TO BOGIE LIVE LEVER.
RECLASSIFY TO ‘AQSY‘. AQVY 4214, 4215 & 4228. (RS4805)’. New class: ‘AQSY’.

01.03.1994 Repair ‘BOGIE COMPLETE’.
01.03.1994 Repair ‘BRAKE PULL ROD’.
01.03.1994 Repair ‘TOP CENTRE PLATE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4228 T’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4228 T’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
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18.05.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.10.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4234

Details: wagon ‘RQKY 4234 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 11.01.1996
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 09.04.1991
Last Single Car Test: 16.01.1989
Last Lift: 08.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Repair ‘STEP’.
07.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4234 Y’
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10.10.1989 Repair ‘HANDRAILS END’.
10.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4234 Y’
12.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4234 Y’
18.12.1989 Repair ‘BOGIE COMPLETE’.
18.12.1989 Repair ‘VEHICLE COMPLETE’.
18.12.1989 Repair ‘VEHICLE STENCILS’.
18.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4234 Y’
25.01.1990 Repair ‘STEP’.
25.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4234 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘HANDRAILS END’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘WHEEL SET’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1991 Repair ‘VEHICLE STENCILS’.
20.02.1991 Repair ‘WHEEL SET’.
20.02.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4234 Y’
23.02.1991 Repair ‘HANDRAILS END’.
23.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4234 Y’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BEARERS’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘END COMPLETE’.
30.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.07.1991 Repair ‘VEHICLE RECLASSIFY’.
30.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4234 Y’
07.09.1991 Repair ‘STEP’.
07.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
19.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
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19.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4234 Y’

12.10.1991 Repair ‘TWIST LOCK’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
22.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Repair ‘WHEEL SET’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘WHEEL SET’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1992 Repair ‘WHEEL SET’.
02.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4234 Y’
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
10.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
25.12.1992 Repair ‘TWIST LOCK’.
25.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
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11.06.1993 Repair ‘TWIST LOCK’.
11.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
24.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4234 Y’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1993 Repair ‘BRAKE PULL ROD’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1993 Repair ‘WHEEL SET’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BOLSTER’.
03.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Repair ‘EMPTY LOAD VALVE’.
03.11.1993 Repair ‘GRADE CONTROL VALVE’.
03.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1993 Repair ‘WHEEL SET’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.01.1994 Repair ‘BRAKE PULL ROD’.
12.01.1994 Repair ‘CARD OR CLIP HOLDER’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
12.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1994 Repair ‘STEP’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
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12.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1994 Repair ‘WHEEL SET’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4234 Y’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4234 Y’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4234 Y’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4237

Details: wagon ‘RQKY 4237 L’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.03.1977
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 18.09.1996
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 25.01.1994
Last Single Car Test: 09.01.1989
Last Lift: 12.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AQSY 4237 S’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4238

Details: wagon ‘RQKY 4238 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.08.1995
Due Triple Valve: 12.07.1990
Last Triple Valve: 21.07.1990
Last Brake Cylinder: 29.06.1991
Last Lift: 08.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
11.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
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17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
04.09.1989 Repair ‘HANDRAILS END’.
04.09.1989 Repair ‘STEP’.
04.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4238 E’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BRAKE LEVER’.
14.12.1989 Repair ‘END SILL’.
14.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1989 Repair ‘SIDE SILL’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Repair ‘BOGIE SPRING’.
28.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.12.1989 Repair ‘COUPLER KNUCKLE’.
28.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.12.1989 Repair ‘STEP’.
28.12.1989 Repair ‘TWIST LOCK’.
28.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
30.12.1989 Repair ‘END BRAKE COCK’.
30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4238 E’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1990 Repair ‘TWIST LOCK’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Repair ‘VEHICLE COMPLETE’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Repair ‘BRAKE LEVER’.
08.02.1990 Repair ‘COUPLER KNUCKLE’.
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08.02.1990 Repair ‘EMPTY LOAD VALVE’.
08.02.1990 Repair ‘GRADE CONTROL VALVE’.
08.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1990 Repair ‘TWIST LOCK’.
08.02.1990 Repair ‘TWIST LOCK’.
08.02.1990 Repair ‘TWIST LOCK’.
08.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.05.1990 Repair ‘BRAKE PULL ROD’.
16.05.1990 Repair ‘COUPLER KNUCKLE’.
16.05.1990 Repair ‘EMPTY LOAD VALVE’.
16.05.1990 Repair ‘GRADE CONTROL VALVE’.
16.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.05.1990 Repair ‘TWIST LOCK’.
16.05.1990 Repair ‘TWIST LOCK’.
16.05.1990 Repair ‘TWIST LOCK’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
06.07.1990 Repair ‘BOGIE SPRING’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
21.07.1990 Repair ‘BRAKE BLOCK RB95’.
21.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.07.1990 Repair ‘COUPLER COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
24.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BRAKE BLOCK RB95’.
30.10.1990 Repair ‘BRAKE LEVER’.
30.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1990 Repair ‘VEHICLE COMPLETE’.
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30.10.1990 Repair ‘VEHICLE COMPLETE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
18.11.1990 Repair ‘BOGIE SPRING’.
18.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘WHEEL SET’.
04.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BOLSTER’.
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
23.05.1991 Repair ‘BOGIE SPRING’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘WHEEL SET’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
29.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1991 Repair ‘COUPLER KNUCKLE’.
29.06.1991 Repair ‘EMPTY LOAD VALVE’.
29.06.1991 Repair ‘GRADE CONTROL VALVE’.
29.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
11.07.1991 Repair ‘TWIST LOCK’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Repair ‘YOKE CARRIER’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COUPLER COMPLETE’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘WEAR PLATES & SADDLES’.
13.08.1991 Repair ‘YOKE PIN’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
13.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
18.09.1991 Repair ‘HANDRAILS’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE SPRING’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
05.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
23.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Repair ‘TWIST LOCK’.
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12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE WEAR PLATES’.
06.08.1992 Repair ‘COUPLER COMPLETE’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘COUPLER COMPLETE’.
15.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘YOKE COMPLETE’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
05.05.1993 Repair ‘TWIST LOCK’.
05.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Repair ‘WHEEL SET’.
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13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
01.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
04.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4238 E’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4238 E’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4240

Details: wagon ‘RQKY 4240 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 11.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.06.1996
Due Triple Valve: 18.02.1997
Last Brake Cylinder: 21.09.1990
Last Single Car Test: 24.08.1990
Last Lift: 06.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.07.1989 Repair ‘HANDRAILS’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘COUPLER KNUCKLE’.
26.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.07.1989 Repair ‘HANDRAILS END’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
02.11.1989 Alteration complete ‘FIT RESILIENT SIDE BEARER POCKETS TO 10 NO.

50 T PACKAGE BEARING TYPE (NOT CONVERTED) RIDE CONTROL BOGIES
FOR TESTING VERTICAL ISOLATION PADS. BOGIES ARE TO BE ASSEMBLED
AT ONE SPOT DRY CREEK WITHOUT RESILIENT SIDE BEARERS INSTALLED.
CONTACT FOR THIS PROJECT IS W. CLIFT S.T.O. R/STOCK DESIGN EXT. 4163.
AQMX TO BE SELECTED - RECLASSIFY TO ‘AQMF‘. (RS4457)’. New class:
‘AQMF’.

20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘END BRAKE COCK’.
20.08.1990 Repair ‘TRAIN PIPE (END)’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4240 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
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06.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4240 J’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BEARERS’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Repair ‘SIDE BEARER’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘VEHICLE RECLASSIFY’.
21.09.1990 Repair ‘VEHICLE STENCILS’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BEARERS’.
22.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.10.1990 Repair ‘SIDE BEARER’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE ADAPTER’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
14.01.1991 Alteration complete ‘RECLASSIFY AQMF 2371 AND AQMF 4240 TO AQSY.

AQMF 2371 & 4240. (RS4670)’. New class: ‘AQSY’.
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4240 J’
24.05.1991 Repair ‘STEP’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4240 J’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE COMPLETE’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Repair ‘VEHICLE RECLASSIFY’.
30.03.1992 Repair ‘VEHICLE STENCILS’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
24.04.1992 Repair ‘HANDRAILS END’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1992 Repair ‘END BRAKE COCK’.
18.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4240 J’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.06.1992 Repair ‘BOGIE ADAPTER’.
25.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘EMPTY LOAD VALVE’.
25.06.1992 Repair ‘GRADE CONTROL VALVE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
02.09.1992 Repair ‘WHEEL SET’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.09.1992 Repair ‘BOGIE SPRING’.
10.09.1992 Repair ‘BRAKE BLOCK RB95’.
10.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
10.09.1992 Repair ‘GRADE CONTROL VALVE’.
10.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
25.12.1992 Repair ‘TWIST LOCK’.
25.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BOGIE COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘HOSE FITTINGS’.
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29.07.1993 Repair ‘WHEEL SET’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4240 J’
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BEARERS’.
15.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4240 J’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4240 J’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
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05.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4244

13.04.1995 Reclassified from wagon ‘RQKY 4244 P’ to ’ wagon ‘RQMF 4244 Y’.

RQKY 4245

Details: wagon ‘RQKY 4245 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.08.1996
Last Brake Cylinder: 22.01.1993
Last Single Car Test: 10.08.1993
Last Lift: 06.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BEARERS’.
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12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘BOGIE COMPLETE’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘END BRAKE COCK’.
12.09.1989 Repair ‘END BRAKE COCK’.
12.09.1989 Repair ‘TRAIN PIPE (END)’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘VEHICLE RECLASSIFY’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
18.10.1989 Repair ‘HANDRAILS’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4245 X’
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘TRAIN PIPE (END)’.
02.03.1990 Repair ‘WHEEL SET’.
02.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4245 X’
15.03.1990 Repair ‘HANDRAILS’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
27.11.1990 Repair ‘WHEEL SET’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
01.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1990 Repair ‘COUPLER COMPLETE’.
12.12.1990 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE BEARINGS’.
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21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BRAKE PULL ROD’.
26.06.1991 Repair ‘COUPLER COMPLETE’.
26.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘TOP CENTRE PLATE’.
26.06.1991 Repair ‘YOKE COMPLETE’.
26.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4245 X’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4245 X’
22.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘HANDRAILS END’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
09.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE COMPLETE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
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15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘WHEEL SET’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4245 X’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRANCH PIPE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4245 X’
20.09.1993 Repair ‘HANDRAILS END’.
20.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4245 X’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRANCH PIPE’.
24.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4245 X’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1993 Repair ‘HAND RELEASE (AIR)’.
11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.
11.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
31.10.1993 Repair ‘STEP’.
31.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BRAKE LEVER’.
18.11.1993 Repair ‘EMPTY LOAD VALVE’.
18.11.1993 Repair ‘GRADE CONTROL VALVE’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘VEHICLE COMPLETE’.
30.11.1993 Repair ‘WHEEL SET’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1994 Repair ‘BRAKE LEVER’.
18.01.1994 Repair ‘BRAKE PULL ROD’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4245 X’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4245 X’

18435



2. TIMS GROUP INFORMATION - WAGONS

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4245 X’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.11.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4249

Details: wagon ‘RQKY 4249 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.04.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 13.08.1996
Last Triple Valve: 25.10.1993
Last Brake Cylinder: 06.08.1990
Last Single Car Test: 10.06.1992
Last Lift: 12.10.1982
Cont Connector Type:] P
Cont Max Slots: 3
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16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4249 V’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘VEHICLE COMPLETE’.
15.11.1989 Repair ‘WHEEL SET’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE’.
03.01.1990 Repair ‘WHEEL SET’.
03.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4249 V’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Repair ‘TWIST LOCK’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
30.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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31.05.1990 Repair ‘COUPLER KNUCKLE’.
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
27.06.1990 Repair ‘STEP’.
27.06.1990 Repair ‘TWIST LOCK’.
27.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BEARINGS’.
06.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
24.09.1990 Repair ‘TWIST LOCK’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘WHEEL SET’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4249 V’
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘CARD OR CLIP HOLDER’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘EMPTY LOAD VALVE’.
28.02.1991 Repair ‘GRADE CONTROL VALVE’.
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28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Repair ‘WHEEL SET’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
14.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BRAKE BLOCK RB95’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Repair ‘TWIST LOCK’.
24.05.1991 Repair ‘TWIST LOCK’.
24.05.1991 Repair ‘TWIST LOCK’.
24.05.1991 Repair ‘WHEEL SET’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
09.09.1991 Repair ‘HANDRAILS END’.
09.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
09.05.1992 Repair ‘TWIST LOCK’.
09.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE BEARERS’.
05.06.1992 Repair ‘BRAKE CONTROL PIPE’.
05.06.1992 Repair ‘BRAKE PULL ROD’.
05.06.1992 Repair ‘BRANCH PIPE’.
05.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1992 Repair ‘TRAIN PIPE (END)’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘WHEEL SET’.
05.06.1992 Repair ‘WHEEL SET’.
05.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4249 V’
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4249 V’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
12.12.1992 Repair ‘TWIST LOCK’.
12.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
05.04.1993 Repair ‘HANDRAILS END’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
12.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
27.08.1993 Repair ‘STEP’.
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
08.10.1993 Repair ‘STEP’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BRAKE BLOCK RB95’.
25.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.10.1993 Repair ‘HAND RELEASE (AIR)’.
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4249 V’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4249 V’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4249 V’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE RECLASSIFY’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4249 V’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4250

Details: wagon ‘RQKY 4250 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 10.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.11.1995
Last Brake Cylinder: 05.06.1992
Last Single Car Test: 16.08.1991
Last Lift: 01.10.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.07.1989 Repair ‘END HOSE’.
02.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4250 R’
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1990 Repair ‘TWIST LOCK’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Repair ‘VEHICLE COMPLETE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BOGIE COMPLETE’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘END BRAKE COCK’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4250 R’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘BOGIE COMPLETE’.
09.08.1991 Repair ‘BRAKE LEVER’.
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09.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQSY 4250 R’

21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE STENCILS’.
21.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4250 R’
22.08.1991 Repair ‘VEHICLE RECLASSIFY’.
22.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4250 R’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
18.11.1991 Repair ‘TWIST LOCK’.
18.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘SIDE BEARER’.
10.01.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4250 R’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘WHEEL SET’.
18.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4250 R’
03.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BRAKE BLOCK RB95’.
05.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘STRIKING CASTING’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
24.06.1992 Repair ‘WHEEL SET’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1992 Repair ‘STRIKING CASTING’.
01.12.1992 Repair ‘TWIST LOCK’.
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01.12.1992 Repair ‘VEHICLE COMPLETE’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘TWIST LOCK’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BRAKE LEVER’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
23.07.1993 Repair ‘BRAKE BLOCK RB95’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4250 R’
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4250 R’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4250 R’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4252

Details: wagon ‘RQKY 4252 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.12.1995
Last Brake Cylinder: 28.10.1992
Last Single Car Test: 03.04.1989
Last Lift: 26.03.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.03.1990 Repair ‘BRAKE BLOCK RB95’.
25.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘STANCHION’.
21.04.1990 Repair ‘TWIST LOCK’.
21.04.1990 Repair ‘TWIST LOCK’.
21.04.1990 Repair ‘TWIST LOCK’.
21.04.1990 Repair ‘VEHICLE RETARE’.
21.04.1990 Repair ‘VEHICLE STENCILS’.
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21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

15.10.1990 Repair ‘HANDRAILS END’.
15.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
18.10.1990 Repair ‘TWIST LOCK’.
18.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

27.05.1991 Repair ‘STEP’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4252 M’
03.06.1991 Repair ‘STEP’.
03.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4252 M’
30.08.1991 Repair ‘HANDRAILS END’.
30.08.1991 Repair ‘STEP’.
30.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4252 M’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE BEARERS’.
14.11.1991 Repair ‘HANDRAILS END’.
14.11.1991 Repair ‘SIDE BEARER’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘VEHICLE RECLASSIFY’.
14.11.1991 Repair ‘VEHICLE STENCILS’.
14.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4252 M’
14.01.1992 Repair ‘STEP’.
14.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
29.01.1992 Repair ‘BRAKE BLOCK RB95’.
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29.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4252 M’

08.03.1992 Repair ‘STEP’.
08.03.1992 Issued at location ‘Mile End’ with a previous code of wagon ‘AQSY 4252 M’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
16.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BEARERS’.
27.08.1992 Repair ‘BOGIE BOLSTER’.
27.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘EMPTY LOAD VALVE’.
27.08.1992 Repair ‘GRADE CONTROL VALVE’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BEARINGS’.
28.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
28.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘EMPTY LOAD VALVE’.
28.10.1992 Repair ‘GRADE CONTROL VALVE’.
28.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE SPRING’.
27.04.1993 Repair ‘COUPLER COMPLETE’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1993 Repair ‘BOGIE SPRING’.
05.07.1993 Repair ‘BRAKE PULL ROD’.
05.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Repair ‘WHEEL SET’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COUPLER COMPLETE’.
25.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

18447



2. TIMS GROUP INFORMATION - WAGONS

25.08.1993 Repair ‘END BRAKE COCK’.
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Repair ‘YOKE PIN’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4252 M’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4252 M’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4259

Details: wagon ‘RQKY 4259 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 18.11.1996
Last Brake Cylinder: 11.03.1991
Last Single Car Test: 08.06.1989
Last Lift: 24.07.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘STRIKING CASTING’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘END BRAKE COCK’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘EMPTY LOAD VALVE’.
11.10.1989 Repair ‘GRADE CONTROL VALVE’.
11.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘WHEEL SET’.
11.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Repair ‘TWIST LOCK’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
21.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRAKE BLOCK RB95’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4259 G’
12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Repair ‘TWIST LOCK’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4259 G’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘EMPTY LOAD VALVE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
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25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘WHEEL SET’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
20.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4259 G’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘TRAIN PIPE (END)’.
04.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4259 G’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘CARD OR CLIP HOLDER’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Repair ‘VEHICLE STENCILS’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.06.1991 Repair ‘BRAKE BLOCK RB95’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
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17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
11.09.1991 Repair ‘STEP’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
06.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘COUPLER KNUCKLE’.
22.10.1991 Repair ‘EMPTY LOAD VALVE’.
22.10.1991 Repair ‘GRADE CONTROL VALVE’.
22.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Repair ‘TWIST LOCK’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1992 Repair ‘BRAKE BLOCK RB95’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE BLOCK RB95’.
09.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
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09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘VEHICLE COMPLETE’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘ISOLATING COCK’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4259 G’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
14.11.1993 Repair ‘TWIST LOCK’.
14.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘BRAKE BLOCK RB101’.
18.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1993 Repair ‘TWIST LOCK’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Repair ‘WHEEL SET’.
18.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4259 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
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03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4259 G’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.01.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4260

13.04.1995 Reclassified from wagon ‘RQKY 4260 S’ to ’ wagon ‘RQMF 4260 R’.

RQKY 4262

Details: wagon ‘RQKY 4262 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
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BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.02.1995
Due Triple Valve: 01.11.1994
Last Triple Valve: 24.06.1992
Last Brake Cylinder: 23.07.1992
Last Single Car Test: 20.09.1990
Last Lift: 01.11.1984
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.08.1989 Repair ‘VEHICLE COMPLETE’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Repair ‘TOP CENTRE PLATE’.
21.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4262 U’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘TWIST LOCK’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
05.05.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1990 Repair ‘TWIST LOCK’.
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27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘WHEEL SET’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘WHEEL SET’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BEARINGS’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘WHEEL SET’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘END BRAKE COCK’.
19.09.1990 Repair ‘HANDRAILS’.
19.09.1990 Repair ‘HANDRAILS END’.
19.09.1990 Repair ‘TRAIN PIPE (END)’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4262 U’
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4262 U’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
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15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘EMPTY LOAD VALVE’.
09.12.1991 Repair ‘GRADE CONTROL VALVE’.
09.12.1991 Repair ‘STRIKING CASTING’.
09.12.1991 Repair ‘TWIST LOCK’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARERS’.
20.03.1992 Repair ‘WHEEL SET’.
20.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4262 U’
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘WHEEL SET’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK RB95’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.12.1992 Repair ‘BRAKE BLOCK RB95’.
08.12.1992 Repair ‘COUPLER COMPLETE’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRAKE BLOCK RB95’.
07.07.1993 Repair ‘HOSE FITTINGS’.
07.07.1993 Repair ‘WHEEL SET’.
07.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4262 U’
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4262 U’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
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25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4262 U’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4270

Details: wagon ‘RQKY 4270 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN CH AD
Return to Service Date: 01.06.1996
Due Triple Valve: 01.06.1996
Last Triple Valve: 26.01.1990
Last Brake Cylinder: 06.08.1991
Last Lift: 01.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
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SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
04.08.1989 Repair ‘RELAY VALVE’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1989 Repair ‘TWIST LOCK’.
19.08.1989 Repair ‘TWIST LOCK’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘WHEEL SET’.
19.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘WHEEL SET’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
21.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1989 Repair ‘COUPLER KNUCKLE’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
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21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4270 K’

26.10.1989 Repair ‘BOGIE SPRING’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
28.10.1989 Repair ‘BOGIE SPRING’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1990 Repair ‘EMPTY LOAD VALVE’.
02.01.1990 Repair ‘GRADE CONTROL VALVE’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Repair ‘SHUNT PAD’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
29.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
06.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4270 K’
21.07.1990 Repair ‘BOGIE SPRING’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
04.08.1990 Repair ‘TWIST LOCK’.
04.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
22.08.1990 Repair ‘TWIST LOCK’.
22.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQSY 4270 K’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘WHEEL SET’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Repair ‘WHEEL SET’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1991 Repair ‘BRAKE LEVER’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
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14.01.1991 Repair ‘WHEEL SET’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
26.03.1991 Repair ‘HANDRAILS’.
26.03.1991 Repair ‘HANDRAILS END’.
26.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
26.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘END BRAKE COCK’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Repair ‘TWIST LOCK’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK RB95’.
29.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BOLSTER’.
06.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
06.08.1991 Repair ‘BOGIE SIDEFRAME’.
06.08.1991 Repair ‘BOGIE SPRING’.
06.08.1991 Repair ‘BRAKE PULL ROD’.
06.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1991 Repair ‘COUPLER KNUCKLE’.
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06.08.1991 Repair ‘EMPTY LOAD VALVE’.
06.08.1991 Repair ‘GRADE CONTROL VALVE’.
06.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘TWIST LOCK’.
06.08.1991 Repair ‘VEHICLE STENCILS’.
06.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
24.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
07.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
19.10.1991 Repair ‘TWIST LOCK’.
19.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
01.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
18.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
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18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4270 K’

31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BOGIE BOLSTER’.
08.08.1992 Repair ‘BOGIE SIDEFRAME’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Repair ‘WHEEL SET’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘COUPLER KNUCKLE’.
07.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BEARERS’.
29.10.1992 Repair ‘BOGIE BEARINGS’.
29.10.1992 Repair ‘BOGIE BOLSTER’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BRAKE BLOCK RB95’.
18.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
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16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
30.06.1993 Repair ‘BOGIE SPRING’.
30.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘BRAKE BLOCK RB95’.
27.12.1993 Repair ‘COUPLER KNUCKLE’.
27.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Repair ‘WHEEL SET’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
02.02.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4270 K’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE RECLASSIFY’.
04.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4270 K’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
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01.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4273

Details: wagon ‘RQKY 4273 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 05.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 11.10.1996
Due Triple Valve: 23.05.1992
Last Triple Valve: 07.11.1988
Last Brake Cylinder: 25.03.1991
Last Single Car Test: 08.03.1990
Last Lift: 16.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
12.07.1989 Repair ‘BRAKE LEVER’.
12.07.1989 Repair ‘BRAKE PULL ROD’.
12.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
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12.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘GRADE CONTROL VALVE’.
01.08.1989 Repair ‘STEP’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘TWIST LOCK’.
01.08.1989 Repair ‘WHEEL SET’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1990 Repair ‘STANCHION’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘BRANCH PIPE’.
07.03.1990 Repair ‘HANDRAILS’.
07.03.1990 Repair ‘HANDRAILS END’.
07.03.1990 Repair ‘RELAY VALVE’.
07.03.1990 Repair ‘SIDE BEARER’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 4273 Y’
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Repair ‘TWIST LOCK’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Repair ‘WHEEL SET’.
23.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1990 Repair ‘BRAKE LEVER’.
21.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1990 Repair ‘TWIST LOCK’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘WHEEL SET’.
21.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
23.05.1991 Repair ‘EMPTY LOAD VALVE’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
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23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE SPRING’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
17.10.1991 Repair ‘STEP’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘EMPTY LOAD VALVE’.
06.11.1991 Repair ‘GRADE CONTROL VALVE’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Repair ‘WHEEL SET’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
05.04.1992 Repair ‘BRAKE BLOCK RB95’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘VEHICLE COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
11.06.1992 Repair ‘TWIST LOCK’.
11.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
10.10.1992 Repair ‘TWIST LOCK’.
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10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
23.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1993 Repair ‘BRAKE LEVER’.
23.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
13.12.1993 Repair ‘BOGIE SIDEFRAME’.
13.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4273 Y’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BRAKE BLOCK RB95’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Repair ‘VEHICLE COMPLETE’.
22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
15.01.1994 Repair ‘HANDRAILS’.
15.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4273 Y’
16.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
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15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4273 Y’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4273 Y’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4273 Y’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4274

Details: wagon ‘RQKY 4274 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 50 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.03.1995
Due Triple Valve: 01.02.1997
Last Brake Cylinder: 20.06.1990
Last Single Car Test: 25.02.1992
Last Lift: 01.10.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.11.1989 Alteration complete ‘FIT RESILIENT SIDE BEARER POCKETS TO 10 NO.
50 T PACKAGE BEARING TYPE (NOT CONVERTED) RIDE CONTROL BOGIES
FOR TESTING VERTICAL ISOLATION PADS. BOGIES ARE TO BE ASSEMBLED
AT ONE SPOT DRY CREEK WITHOUT RESILIENT SIDE BEARERS INSTALLED.
CONTACT FOR THIS PROJECT IS W. CLIFT S.T.O. R/STOCK DESIGN EXT. 4163.
AQMX TO BE SELECTED - RECLASSIFY TO ‘AQMF‘. (RS4457)’. New class:
‘AQMF’.

04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘EMPTY LOAD VALVE’.
04.12.1989 Repair ‘GRADE CONTROL VALVE’.
04.12.1989 Repair ‘TWIST LOCK’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
02.03.1990 Repair ‘HANDRAILS END’.
02.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4274 A’
12.03.1990 Repair ‘BOGIE SPRING’.
12.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4274 A’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BRAKE BLOCK RB95’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘VEHICLE STENCILS’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘BRAKE PULL ROD’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.
08.09.1990 Repair ‘TOP CENTRE PLATE’.
08.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.09.1990 Repair ‘BOGIE COMPLETE’.
21.09.1990 Repair ‘BRAKE BLOCK RB95’.

18473



2. TIMS GROUP INFORMATION - WAGONS

21.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘GRADE CONTROL VALVE’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Repair ‘TRANSOM’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘VEHICLE RECLASSIFY’.
21.09.1990 Repair ‘VEHICLE STENCILS’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BEARERS’.
22.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘SIDE BEARER’.
22.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BOGIE SIDEFRAME’.
02.11.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
17.12.1990 Alteration complete ‘RECLASSIFY AQMF 4274 AND AQMF 2742 TO AQSY

DUE TO RSB‘S FITTED TO BOGIES. AQMF 2742, 4274. (RS4560)’. New class:
‘AQSY’.

10.01.1991 Repair ‘VEHICLE RECLASSIFY’.
10.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4274 A’
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1991 Repair ‘BRAKE BLOCK RB95’.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BRAKE PULL ROD’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4274 A’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1991 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘EMPTY LOAD VALVE’.
09.07.1991 Repair ‘GRADE CONTROL VALVE’.
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09.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
29.07.1991 Repair ‘BRAKE BLOCK RB95’.
29.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘WHEEL SET’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1991 Repair ‘BRAKE PIN’.
30.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BRAKE LEVER’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘CARD OR CLIP HOLDER’.
20.02.1992 Repair ‘COUPLER COMPLETE’.
20.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4274 A’
12.03.1992 Repair ‘STEP’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4274 A’
25.05.1992 Repair ‘HANDRAILS’.
25.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
16.06.1992 Repair ‘BRAKE LEVER’.
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16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4274 A’
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘STEP’.
15.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4274 A’
12.02.1993 Repair ‘STEP’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘STRIKING CASTING’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
13.05.1993 Repair ‘STEP’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
22.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1993 Repair ‘COUPLER COMPLETE’.
22.05.1993 Repair ‘COUPLER KNUCKLE’.
22.05.1993 Repair ‘STEP’.
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4274 A’
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
20.12.1993 Repair ‘HANDRAILS END’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4274 A’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4274 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4274 A’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4275

Details: wagon ‘RQKY 4275 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.12.1995
Last Brake Cylinder: 02.09.1993
Last Single Car Test: 21.06.1989
Last Lift: 15.08.1984
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE
TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.

08.09.1989 Repair ‘BOGIE BEARERS’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘BRAKE PULL ROD’.
08.09.1989 Repair ‘CARD OR CLIP HOLDER’.
08.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.09.1989 Repair ‘FLOOR SHEETING’.
08.09.1989 Repair ‘HANDRAILS’.
08.09.1989 Repair ‘HANDRAILS END’.
08.09.1989 Repair ‘SIDE BEARER’.
08.09.1989 Repair ‘STEP’.
08.09.1989 Repair ‘TOP CENTRE PLATE’.
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Repair ‘VEHICLE RECLASSIFY’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4275 J’
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13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4275 J’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Repair ‘BRAKE BLOCK RB95’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE BLOCK RB95’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘WHEEL SET’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
16.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1990 Repair ‘TRAIN PIPE’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
13.07.1990 Repair ‘SIDE STEP’.
13.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
22.07.1990 Repair ‘BRAKE BLOCK RB95’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.09.1990 Repair ‘COUPLER KNUCKLE’.
07.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
07.09.1990 Repair ‘EMPTY LOAD VALVE’.
07.09.1990 Repair ‘GRADE CONTROL VALVE’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘BRAKE BLOCK RB95’.
28.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
28.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘TWIST LOCK’.
28.11.1990 Repair ‘TWIST LOCK’.
28.11.1990 Repair ‘TWIST LOCK’.

18479



2. TIMS GROUP INFORMATION - WAGONS

28.11.1990 Repair ‘WHEEL SET’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Repair ‘GRADE CONTROL VALVE’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘WHEEL SET’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
10.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1991 Repair ‘WHEEL SET’.
13.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4275 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.05.1991 Repair ‘STEP’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4275 J’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
18.08.1991 Repair ‘BRAKE BLOCK RB95’.
18.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘VEHICLE COMPLETE’.
28.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 4275 J’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘WHEEL SET’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
04.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4275 J’
30.11.1992 Repair ‘STEP’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘WHEEL SET’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Repair ‘BRANCH PIPE’.
02.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4275 J’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
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16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4275 J’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4275 J’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4275 J’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4279

Details: wagon ‘RQKY 4279 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQNY
BSG Code: FSQZ

Capacity of 55 tonnes
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Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.08.1995
Last Brake Cylinder: 22.12.1993
Last Single Car Test: 22.12.1993
Last Lift: 06.05.1983
Cont Connector Type:] P
Cont Max Slots: 3

10.03.1988 Alteration complete ‘FIT 6 NO ‘AQMX’ CONTAINER WAGONS AS
FOLLOWS A) 3 NO ‘AQMX’ WITH U.T.D.C. CROSSBRACED BOGIES B) 3 NO
‘AQMX’ WITH OVER HAULED 3 PIECE RIDE CONTROL BOGIES WITH NEW
WHEELS. C) ASSEMBLE WAGONS IN PAIRS. MADE UP OF 1 CROSS BRACED
BOGIE WAGON & 1 RIDE CONYROL BOGIE WAGON. D) REMOVE
UNCOUPLING RODS BETWEEN WAGON PAIRS. RECLASSIFY WAGONS TO
‘AQMF’ (RS4268)’. New class: ‘AQMF’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
27.07.1989 Repair ‘HANDRAILS END’.
27.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4279 W’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
08.01.1990 Repair ‘HANDRAILS’.
08.01.1990 Repair ‘HANDRAILS END’.
08.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
08.02.1990 Repair ‘TWIST LOCK’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
10.03.1990 Repair ‘STEP’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4279 W’
23.03.1990 Repair ‘HANDRAILS’.
23.03.1990 Repair ‘HANDRAILS’.
23.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4279 W’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
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30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
23.05.1990 Repair ‘STEP’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BRANCH PIPE’.
26.06.1990 Repair ‘END HOSE’.
26.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.06.1990 Repair ‘TRAIN PIPE (END)’.
26.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4279 W’
09.08.1990 Alteration complete ‘RECLASSIFY 2 NO. ‘AQMF’ CONTAINER FLAT

WAGONS WITH U.T.D.C. CROSS BRACED BOGIES TO ‘AQMY‘. AQMF 4265 &
4279. (RS4530)’. New class: ‘AQMY’.

12.08.1990 Repair ‘BRAKE BLOCK RB95’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BOGIE SIDEFRAME’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘HANDRAILS END’.
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4279 W’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘END BRAKE COCK’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
20.09.1991 Repair ‘HANDRAILS END’.
20.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1991 Repair ‘TRAIN PIPE (END)’.
20.09.1991 Repair ‘TRAIN PIPE’.
20.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1991 Repair ‘VEHICLE RECLASSIFY’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
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17.12.1991 Alteration complete ‘RECLASSIFY ‘AQMY’ FLAT WAGONS WITH CROSS
BRACED BOGIES TO ‘AQNY‘. AQMY 4239,4265,4279. (RS4668)’. New class:
‘AQNY’.

30.12.1991 Repair ‘BRAKE BLOCK RB95’.
30.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
06.01.1992 Repair ‘VEHICLE RECLASSIFY’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
06.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘WHEEL SET’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4279 W’
28.10.1992 Alteration complete ‘REMOVE CROSS BRACE BARS FROM BOGIES, FIT

RESILIENT SIDEBEARERS IN ACCORDANCE WITH M.E. STANDARD R31.
STENCIL BOGIES IN ACCORDANCE WITH M.E. STANDARD R40. RECLASSIFY
WAGON ‘AQSY’. ALL CROSS BRACE COMPONENTS REMOVED ARE TO BE
FORWARDED TO :- MR. ROSS JONES, PTC, CARRIAGE MAINTENANCE DEPOT,
GATE H, DUDLEY STREET, WEST MELBOURNE, 3003. AQNY 4279. (RS4741)’.
New class: ‘AQSY’.

19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘VEHICLE RECLASSIFY’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
29.01.1993 Repair ‘VEHICLE COMPLETE’.
29.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4279 W’
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
24.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
24.08.1993 Repair ‘COUPLER KNUCKLE’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Repair ‘TWIST LOCK’.
24.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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16.12.1993 Repair ‘STEP’.
16.12.1993 Repair ‘VEHICLE STENCILS’.
16.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4279 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4279 W’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4280

Details: wagon ‘RQKY 4280 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1996
Due Triple Valve: 05.02.1992
Last Brake Cylinder: 03.05.1991
Last Single Car Test: 28.07.1989
Last Lift: 11.03.1985
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
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WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE COMPLETE’.
27.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1989 Repair ‘SIDE BEARER’.
27.07.1989 Repair ‘TRAIN PIPE (END)’.
27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4280 S’
08.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
22.10.1989 Repair ‘HANDRAILS END’.
22.10.1989 Repair ‘HANDRAILS END’.
22.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4280 S’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘END HOSE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘STEP’.
24.10.1989 Repair ‘TRAIN PIPE (END)’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1990 Repair ‘BRAKE BLOCK RB95’.
02.02.1990 Repair ‘BRANCH PIPE’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
27.03.1990 Repair ‘STEP’.
27.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4280 S’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘VEHICLE COMPLETE’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘GRADE CONTROL VALVE’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
08.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘BRAKE BLOCK RB95’.
26.09.1990 Repair ‘COUPLER KNUCKLE’.
26.09.1990 Repair ‘EMPTY LOAD VALVE’.
26.09.1990 Repair ‘GRADE CONTROL VALVE’.
26.09.1990 Repair ‘TRAIN PIPE (END)’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BRAKE PULL ROD’.
28.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘EMPTY LOAD VALVE’.
28.11.1990 Repair ‘GRADE CONTROL VALVE’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Repair ‘TWIST LOCK’.
28.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
02.01.1991 Repair ‘STEP’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRAKE BLOCK RB95’.
05.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘STEP’.
22.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
07.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
01.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BRAKE BLOCK RB95’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘HANDRAILS END’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BRAKE BLOCK RB95’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
29.04.1991 Repair ‘BOGIE COMPLETE’.
29.04.1991 Issued at location ‘Port germein’ with a previous code of wagon

‘AQSY 4280 S’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘BRAKE PIN’.
03.05.1991 Repair ‘BRAKE PULL ROD’.
03.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘GRADE CONTROL VALVE’.
03.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
03.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

18489



2. TIMS GROUP INFORMATION - WAGONS

03.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AQSY 4280 S’

13.08.1991 Repair ‘BRAKE BLOCK RB95’.
13.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1991 Repair ‘BRAKE BLOCK RB95’.
24.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BEARERS’.
18.12.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘BOGIE COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1992 Repair ‘GRADE CONTROL VALVE’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.09.1992 Repair ‘COUPLER KNUCKLE’.
22.09.1992 Repair ‘EMPTY LOAD VALVE’.
22.09.1992 Repair ‘GRADE CONTROL VALVE’.
22.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘WHEEL SET’.
22.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4280 S’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.11.1992 Repair ‘BOGIE BOLSTER’.
26.11.1992 Repair ‘BRAKE BLOCK RB95’.
26.11.1992 Repair ‘COUPLER COMPLETE’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
30.09.1993 Repair ‘BRAKE PULL ROD’.
30.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.10.1993 Repair ‘BRAKE LEVER’.
20.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘VEHICLE COMPLETE’.
20.10.1993 Repair ‘WHEEL SET’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4280 S’
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4280 S’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4280 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4280 S’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4280 S’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4281

Details: wagon ‘RQKY 4281 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.11.1975
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 13.11.1996
Due Triple Valve: 01.11.1991
Last Triple Valve: 28.02.1992
Last Brake Cylinder: 12.08.1991
Last Single Car Test: 02.04.1993
Last Lift: 01.12.1987
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BOGIE COMPLETE’.
26.07.1989 Repair ‘SIDE BEARER’.
26.07.1989 Repair ‘TRAIN PIPE (END)’.
26.07.1989 Repair ‘TRAIN PIPE’.
26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4281 E’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE COMPLETE’.
25.08.1989 Repair ‘BRAKE BLOCK RB101’.
25.08.1989 Repair ‘BRAKE LEVER’.
25.08.1989 Repair ‘TRAIN PIPE (END)’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4281 E’
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
21.10.1989 Repair ‘TWIST LOCK’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
24.11.1989 Repair ‘TWIST LOCK’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
02.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1989 Repair ‘COUPLER KNUCKLE’.
02.12.1989 Repair ‘EMPTY LOAD VALVE’.
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02.12.1989 Repair ‘GRADE CONTROL VALVE’.
02.12.1989 Repair ‘TWIST LOCK’.
02.12.1989 Repair ‘TWIST LOCK’.
02.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘TWIST LOCK’.
03.04.1990 Repair ‘TWIST LOCK’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘VEHICLE COMPLETE’.
25.06.1990 Repair ‘VEHICLE STENCILS’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘COUPLER KNUCKLE’.
26.11.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Repair ‘TWIST LOCK’.
26.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1991 Repair ‘BRAKE BLOCK RB95’.
27.02.1991 Repair ‘BRAKE PULL ROD’.
27.02.1991 Repair ‘COUPLER KNUCKLE’.
27.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Repair ‘TWIST LOCK’.
27.02.1991 Repair ‘TWIST LOCK’.
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27.02.1991 Repair ‘WHEEL SET’.
27.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘TWIST LOCK’.
11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4281 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1991 Repair ‘TOP CENTRE PLATE’.
06.08.1991 Repair ‘TOP CENTRE PLATE’.
06.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4281 E’
06.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4281 E’
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘BOGIE BEARERS’.
12.08.1991 Repair ‘BOGIE BOLSTER’.
12.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1991 Repair ‘BRAKE BLOCK RB95’.
12.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1991 Repair ‘WHEEL SET’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
14.09.1991 Repair ‘BRAKE BLOCK RB95’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
05.11.1991 Repair ‘BRAKE BLOCK RB95’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
20.12.1991 Repair ‘TWIST LOCK’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
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16.01.1992 Repair ‘EMPTY LOAD VALVE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Repair ‘TWIST LOCK’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.01.1992 Repair ‘BOGIE SIDEFRAME’.
30.01.1992 Repair ‘BRAKE BLOCK RB95’.
30.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.01.1992 Repair ‘VEHICLE COMPLETE’.
30.01.1992 Repair ‘VEHICLE STENCILS’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.02.1992 Repair ‘COUPLER KNUCKLE’.
28.02.1992 Repair ‘EMPTY LOAD VALVE’.
28.02.1992 Repair ‘GRADE CONTROL VALVE’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4281 E’
10.04.1992 Repair ‘STEP’.
10.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.05.1992 Repair ‘BOGIE COMPLETE’.
08.05.1992 Repair ‘BOGIE SIDEFRAME’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
08.05.1992 Alteration complete “HOLLAND COMPONENT PARTS’ FOR TESTING ON

BOGIES AND VEHICLES. AQEY1935,1938; AQSY2023,2073,3039,4261,4281;
AQMP2721,2729; AQKY1. (RS4698)’.

23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
07.08.1992 Repair ‘STEP’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
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19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘WHEEL SET’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘SIDE BEARER’.
31.03.1993 Repair ‘TRAIN PIPE (END)’.
31.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4281 E’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘HOSE FITTINGS’.
10.11.1993 Repair ‘TRAIN PIPE’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4281 E’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BEARERS’.
17.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
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17.01.1994 Repair ‘WHEEL SET’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
06.02.1994 Repair ‘TWIST LOCK’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4281 E’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4281 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4281 E’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4282

20.04.1995 Reclassified from wagon ‘RQKY 4282 G’ to ’ wagon ‘RQMF 4282 F’.

RQKY 4283

Details: wagon ‘RQKY 4283 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.08.1996
Last Triple Valve: 01.02.1988
Last Brake Cylinder: 08.02.1993
Last Single Car Test: 08.02.1993
Last Lift: 15.08.1984
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

05.07.1989 Alteration complete ‘REMOVE TANKS FROM ‘ATQF’ WAGONS, REPLACE
TWISTLOCKS, FIT RESILIENT SIDE BEARERS (IN ACCORDANCE WITH ME
STANDARD R31) AND RECLASSIFY TO ‘AQSY‘. RETAIN SAME NUMBERS. THIS
ALTERATION SUPERCEDES RS4416. ATQF 2029, 2062, 2066, 4211, 4258, 4275,
4283. (RS4431)’. New class: ‘AQSY’.

05.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.09.1989 Repair ‘TANK WAG. TANK COMPLETE’.
05.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1989 Repair ‘VEHICLE RECLASSIFY’.
05.09.1989 Repair ‘YOKE COMPLETE’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4283 W’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
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31.10.1989 Repair ‘WEAR PLATES & SADDLES’.
31.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER KNUCKLE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4283 W’
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
29.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
13.07.1990 Repair ‘SIDE STEP’.
13.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1990 Repair ‘TWIST LOCK’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
23.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
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03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4283 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE BLOCK RB95’.
08.01.1992 Repair ‘TWIST LOCK’.
08.01.1992 Repair ‘TWIST LOCK’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘WHEEL SET’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘EMPTY LOAD VALVE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘WHEEL SET’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘TWIST LOCK’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘WHEEL SET’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1993 Repair ‘BRAKE PULL ROD’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1993 Repair ‘VEHICLE COMPLETE’.
04.02.1993 Repair ‘WHEEL SET’.
04.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4283 W’
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01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1993 Repair ‘BOGIE COMPLETE’.
13.10.1993 Repair ‘BRAKE LEVER’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE COMPLETE’.
12.11.1993 Repair ‘COUPLER COMPLETE’.
12.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.11.1993 Repair ‘VEHICLE COMPLETE’.
12.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Repair ‘YOKE COMPLETE’.
12.11.1993 Repair ‘YOKE FOLLOWER’.
12.11.1993 Repair ‘YOKE PIN’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4283 W’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4283 W’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.11.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
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17.05.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4288

Details: wagon ‘RQKY 4288 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 20.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.02.1996
Last Single Car Test: 22.06.1992
Last Lift: 06.09.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.04.1990 Repair ‘BRAKE PULL ROD’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TWIST LOCK’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
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03.05.1990 Repair ‘STEP’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4288 V’
06.07.1990 Repair ‘HANDRAILS’.
06.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4288 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘COUPLER KNUCKLE’.
08.04.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

14.05.1991 Repair ‘VEHICLE RECLASSIFY’.
14.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4288 V’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BEARERS’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘END COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4288 V’
23.05.1991 Repair ‘BOGIE COMPLETE’.
23.05.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1991 Repair ‘VEHICLE STENCILS’.
23.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4288 V’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1991 Repair ‘TRAIN PIPE (END)’.
19.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4288 V’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4288 V’

13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘COUPLER COMPLETE’.
13.01.1992 Repair ‘EMPTY LOAD VALVE’.
13.01.1992 Repair ‘GRADE CONTROL VALVE’.
13.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
09.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE COMPLETE’.
18.06.1992 Repair ‘COUPLER KNUCKLE’.
18.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
18.06.1992 Repair ‘HANDRAILS’.
18.06.1992 Repair ‘HANDRAILS END’.
18.06.1992 Repair ‘TOP CENTRE PLATE’.
18.06.1992 Repair ‘TRAIN PIPE (END)’.
18.06.1992 Repair ‘WHEEL SET’.
18.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4288 V’
27.07.1992 Repair ‘SIDE STEP’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
28.08.1992 Repair ‘BOGIE BEARINGS’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4288 V’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘SHUNT PAD’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘WHEEL SET’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
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18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1993 Repair ‘BRAKE BLOCK RB95’.
30.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘VEHICLE COMPLETE’.
30.11.1993 Repair ‘WHEEL SET’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘TRAIN PIPE’.
28.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4288 V’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4288 V’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4288 V’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4288 V’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4292

Details: wagon ‘RQKY 4292 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 25.01.1996
Last Triple Valve: 03.07.1992
Last Brake Cylinder: 12.11.1990
Last Single Car Test: 11.08.1993
Last Lift: 28.11.1984
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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25.07.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4292 V’
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE SPRING’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Repair ‘YOKE COMPLETE’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4292 V’
10.11.1990 Repair ‘TWIST LOCK’.
10.11.1990 Repair ‘TWIST LOCK’.
10.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
14.01.1991 Repair ‘BOGIE BEARINGS’.
14.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘STEP’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
25.07.1991 Repair ‘TWIST LOCK’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1991 Repair ‘BRAKE BLOCK RB95’.
31.07.1991 Repair ‘WHEEL SET’.
31.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
26.09.1991 Repair ‘HANDRAILS END’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘TWIST LOCK’.
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23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4292 V’

23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4292 V’

26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘EMPTY LOAD VALVE’.
26.11.1991 Repair ‘GRADE CONTROL VALVE’.
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
16.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BRANCH PIPE’.
25.06.1992 Repair ‘COUPLER KNUCKLE’.
25.06.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
16.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4292 V’
29.07.1992 Repair ‘SHUNT PAD’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘VEHICLE STENCILS’.
24.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4292 V’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BEARINGS’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK OTHER’.
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07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘BRAKE LEVER’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4292 V’
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BOGIE BEARERS’.
09.11.1992 Repair ‘BRAKE BLOCK RB95’.
09.11.1992 Repair ‘SIDE BEARER’.
09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4292 V’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BOGIE COMPLETE’.
05.08.1993 Repair ‘BRAKE LEVER’.
05.08.1993 Repair ‘BRAKE PULL ROD’.
05.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘YOKE COMPLETE’.
05.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4292 V’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE PULL ROD’.
17.08.1993 Repair ‘END HOSE’.
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17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4292 V’

27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4292 V’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
19.11.1993 Repair ‘BRAKE BLOCK RB95’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4292 V’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BEARERS’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘SIDE BEARER’.
15.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4292 V’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4292 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
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11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4292 V’
29.05.1994 Repair ‘VEHICLE COMPLETE’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4292 V’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4294

Details: wagon ‘RQKY 4294 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 11.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 15.07.1996
Due Triple Valve: 01.05.1988
Last Triple Valve: 23.08.1988
Last Brake Cylinder: 21.04.1992
Last Lift: 27.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE COMPLETE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘SIDE BEARER’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘VEHICLE RECLASSIFY’.
03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
18.08.1989 Repair ‘HANDRAILS END’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4294 Q’
08.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BRAKE BLOCK RB95’.
09.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4294 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘END BRAKE COCK’.
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16.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4294 Q’

10.11.1990 Repair ‘HANDRAILS END’.
10.11.1990 Repair ‘TWIST LOCK’.
10.11.1990 Repair ‘TWIST LOCK’.
10.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
16.11.1990 Repair ‘BOGIE BEARINGS’.
16.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
18.01.1991 Repair ‘TWIST LOCK’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BRAKE BLOCK RB95’.
12.11.1991 Repair ‘COUPLER KNUCKLE’.
12.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BRAKE BLOCK RB95’.
24.03.1992 Repair ‘BRAKE PIN’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4294 Q’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1992 Repair ‘VEHICLE COMPLETE’.
21.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4294 Q’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4294 Q’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘WHEEL SET’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BRAKE LEVER’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1992 Repair ‘CARD OR CLIP HOLDER’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Repair ‘TWIST LOCK’.
23.03.1993 Repair ‘WHEEL SET’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE FRICTION WEDGE’.
05.11.1993 Repair ‘VEHICLE COMPLETE’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
10.01.1994 Repair ‘BOGIE BEARERS’.
10.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4294 Q’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4294 Q’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4294 Q’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
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30.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4295

Details: wagon ‘RQKY 4295 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AD CM CN CH
Return to Service Date: 17.09.1996
Last Brake Cylinder: 10.01.1991
Last Lift: 29.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT

18517
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WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
22.09.1989 Repair ‘TWIST LOCK’.
22.09.1989 Repair ‘TWIST LOCK’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘BRAKE BLOCK RB95’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1990 Repair ‘SIDE BEARER CLEARANCE’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BEARINGS’.
08.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1990 Repair ‘BRAKE BLOCK RB95’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
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08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘WHEEL SET’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
21.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
18.11.1990 Repair ‘HANDRAILS’.
18.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4295 C’
20.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘COUPLER COMPLETE’.
11.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4295 C’
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘COUPLER KNUCKLE’.
10.01.1991 Repair ‘EMPTY LOAD VALVE’.
10.01.1991 Repair ‘GRADE CONTROL VALVE’.
10.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1991 Repair ‘STANCHION’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1991 Repair ‘TRAIN PIPE (END)’.
08.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4295 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.07.1991 Repair ‘END HOSE’.
27.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4295 C’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
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17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1992 Repair ‘COUPLER KNUCKLE’.
06.01.1992 Repair ‘EMPTY LOAD VALVE’.
06.01.1992 Repair ‘GRADE CONTROL VALVE’.
06.01.1992 Repair ‘STRIKING CASTING’.
06.01.1992 Repair ‘TWIST LOCK’.
06.01.1992 Repair ‘WHEEL SET’.
06.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘EMPTY LOAD VALVE’.
27.02.1992 Repair ‘GRADE CONTROL VALVE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BEARERS’.
10.06.1992 Repair ‘BOGIE BOLSTER’.
10.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.06.1992 Repair ‘BOGIE SIDEFRAME’.
10.06.1992 Repair ‘BRAKE BLOCK RB95’.
10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
30.07.1992 Repair ‘COUPLER COMPLETE’.
30.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1992 Repair ‘VEHICLE COMPLETE’.
30.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4295 C’
13.03.1994 Repair ‘STEP’.
13.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4295 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4295 C’
15.05.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
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09.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.03.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4297

Details: wagon ‘RQKY 4297 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 05.08.1996
Last Brake Cylinder: 24.04.1991
Last Single Car Test: 19.10.1993
Last Lift: 21.12.1984
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

16.09.1989 Repair ‘TWIST LOCK’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
03.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Repair ‘BRAKE BLOCK RB95’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘EMPTY LOAD VALVE’.
27.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.01.1990 Repair ‘TWIST LOCK’.
27.01.1990 Repair ‘TWIST LOCK’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
14.02.1990 Repair ‘END BRAKE COCK’.
14.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4297 U’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘COUPLER COMPLETE’.
09.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘WHEEL SET’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘END BRAKE COCK’.
24.04.1990 Repair ‘END HOSE’.
24.04.1990 Repair ‘TRAIN PIPE (END)’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4297 U’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE BLOCK RB95’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE BLOCK RB95’.
24.04.1991 Repair ‘BRAKE LEVER’.
24.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1991 Repair ‘CARD OR CLIP HOLDER’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRAKE PULL ROD’.
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06.12.1991 Repair ‘WHEEL SET’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4297 U’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4297 U’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1992 Repair ‘BOGIE COMPLETE’.
28.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
13.08.1992 Repair ‘HANDRAILS’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
24.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
25.09.1993 Repair ‘BRAKE BLOCK RB95’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘ISOLATING COCK’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4297 U’
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4297 U’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.10.1993 Repair ‘COUPLER KNUCKLE’.
30.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘WHEEL SET’.
30.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4297 U’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4297 U’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
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13.08.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.10.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4299

Details: wagon ‘RQKY 4299 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 05.12.1995
Due Triple Valve: 09.06.1994
Last Triple Valve: 16.12.1991
Last Brake Cylinder: 09.10.1992
Last Single Car Test: 16.12.1991
Last Lift: 19.04.1983
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB101’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
27.07.1989 Repair ‘STEP’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
20.10.1989 Repair ‘END HOSE’.
20.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4299 P’
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
23.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BRAKE BLOCK RB95’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
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10.07.1990 Repair ‘VEHICLE COMPLETE’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1990 Repair ‘TRAIN PIPE (END)’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1990 Repair ‘VEHICLE COMPLETE’.
27.07.1990 Repair ‘WHEEL SET’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COUPLER COMPLETE’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1990 Repair ‘VEHICLE COMPLETE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
26.10.1990 Repair ‘STEP’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
27.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
28.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘EMPTY LOAD VALVE’.
14.03.1991 Repair ‘END BRAKE COCK’.
14.03.1991 Repair ‘END BRAKE COCK’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘GRADE CONTROL VALVE’.
14.03.1991 Repair ‘TWIST LOCK’.
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14.03.1991 Repair ‘TWIST LOCK’.
14.03.1991 Repair ‘TWIST LOCK’.
14.03.1991 Repair ‘TWIST LOCK’.
14.03.1991 Repair ‘TWIST LOCK’.
14.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1991 Repair ‘BRAKE PULL ROD’.
02.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
08.04.1991 Repair ‘DOOR LOCK MECHANISM’.
08.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1991 Repair ‘STEP’.
11.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1991 Repair ‘STEP’.
12.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1991 Repair ‘BRAKE LEVER’.
29.07.1991 Repair ‘BRAKE PULL ROD’.
29.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1991 Repair ‘GRADE CONTROL VALVE’.
29.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1991 Repair ‘TWIST LOCK’.
29.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE BEARERS’.
13.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.12.1991 Repair ‘SIDE BEARER’.
13.12.1991 Repair ‘SIDE SHEET’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQSY 4299 P’
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4299 P’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1992 Repair ‘BOGIE COMPLETE’.
17.08.1992 Repair ‘BRAKE LEVER’.
17.08.1992 Repair ‘BRAKE PIN’.
17.08.1992 Repair ‘BRAKE PULL ROD’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘GRADE CONTROL VALVE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BRAKE PULL ROD’.
09.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.11.1992 Repair ‘COUPLER KNUCKLE’.
26.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.11.1992 Repair ‘EMPTY LOAD VALVE’.
26.11.1992 Repair ‘GRADE CONTROL VALVE’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.11.1992 Repair ‘STANCHION’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
05.04.1993 Repair ‘STEP’.
05.04.1993 Repair ‘STEP’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BRAKE BLOCK RB95’.
09.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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09.06.1993 Repair ‘HOSE FITTINGS’.
09.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4299 P’
12.06.1993 Repair ‘TWIST LOCK’.
12.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BRAKE SPRING’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4299 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4299 P’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4299 P’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
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22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4301

Details: wagon ‘RQKY 4301 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 22.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.08.1996
Last Triple Valve: 11.04.1988
Last Brake Cylinder: 12.11.1992
Last Single Car Test: 13.12.1989
Last Lift: 28.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY AQMY TO AQMF - REFER RS4231
(RS3056)’. New class: ‘AQMF’.

26.04.1989 Alteration complete ‘RECLASSIFY ‘AQMF 4301’ TO ‘AQMY 4301‘.
(RS4410)’. New class: ‘AQMY’.

03.07.1989 Repair ‘VEHICLE COMPLETE’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
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14.07.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Repair ‘BOGIE COMPLETE’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Repair ‘TWIST LOCK’.
25.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Repair ‘HANDRAILS END’.
19.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4301 Q’
22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘WHEEL SET’.
12.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4301 Q’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘EMPTY LOAD VALVE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE COMPLETE’.
18.04.1990 Repair ‘STEP’.
18.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4301 Q’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER COMPLETE’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
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23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BRAKE BLOCK RB95’.
11.07.1990 Repair ‘BRAKE LEVER’.
11.07.1990 Repair ‘COUPLER COMPLETE’.
11.07.1990 Repair ‘EMPTY LOAD VALVE’.
11.07.1990 Repair ‘GRADE CONTROL VALVE’.
11.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1990 Repair ‘TWIST LOCK’.
11.07.1990 Repair ‘TWIST LOCK’.
11.07.1990 Repair ‘TWIST LOCK’.
11.07.1990 Repair ‘TWIST LOCK’.
11.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1990 Repair ‘VEHICLE COMPLETE’.
11.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
13.09.1990 Repair ‘BRAKE BLOCK RB95’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE SPRING’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘EMPTY LOAD VALVE’.
01.11.1990 Repair ‘GRADE CONTROL VALVE’.
01.11.1990 Repair ‘TWIST LOCK’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
12.11.1990 Repair ‘BOGIE BEARINGS’.
12.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4301 Q’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
06.05.1991 Alteration complete ‘RECLASSIFY AQMY 4301V TO AQSY 4301Q.

(RS4593)’. New class: ‘AQSY’.
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19.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Repair ‘VEHICLE RECLASSIFY’.
23.07.1991 Repair ‘VEHICLE STENCILS’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
25.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1991 Repair ‘BRAKE LEVER’.
18.10.1991 Repair ‘COUPLER COMPLETE’.
18.10.1991 Repair ‘COUPLER KNUCKLE’.
18.10.1991 Repair ‘EMPTY LOAD VALVE’.
18.10.1991 Repair ‘GRADE CONTROL VALVE’.
18.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1991 Repair ‘STRIKING CASTING’.
18.10.1991 Repair ‘WHEEL SET’.
18.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
30.11.1991 Repair ‘BRAKE BLOCK RB95’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
20.12.1991 Repair ‘STEP’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
14.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4301 Q’
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
05.08.1992 Repair ‘TWIST LOCK’.
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05.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4301 Q’

16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK RB95’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
26.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BEARERS’.
16.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘BRAKE BLOCK RB95’.
16.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.03.1993 Repair ‘BRAKE LEVER’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1993 Repair ‘BRAKE BLOCK RB95’.
16.04.1993 Repair ‘BRAKE PULL ROD’.
16.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Repair ‘STRIKING CASTING’.
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Repair ‘WHEEL SET’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE LEVER’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘TWIST LOCK’.
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25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.01.1994 Repair ‘EMPTY LOAD VALVE’.
17.01.1994 Repair ‘GRADE CONTROL VALVE’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4301 Q’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4301 Q’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.11.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.06.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
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10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4302

Details: wagon ‘RQKY 4302 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 18.09.1996
Due Triple Valve: 01.01.1997
Last Triple Valve: 01.10.1990
Last Brake Cylinder: 22.12.1993
Last Single Car Test: 22.12.1993
Last Lift: 14.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Repair ‘BRAKE LEVER’.
11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Repair ‘TWIST LOCK’.

18537



2. TIMS GROUP INFORMATION - WAGONS

11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
20.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1989 Repair ‘STEP’.
20.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
27.08.1989 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
27.08.1989 Repair ‘VEHICLE COMPLETE’.
27.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
05.11.1989 Repair ‘STEP’.
05.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
19.11.1989 Repair ‘BRAKE BLOCK RB95’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
27.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE BLOCK RB95’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
02.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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02.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQSY 4302 C’

07.04.1990 Repair ‘HANDRAILS END’.
07.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Repair ‘BRAKE LEVER’.
10.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘EMPTY LOAD VALVE’.
10.04.1990 Repair ‘GRADE CONTROL VALVE’.
10.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘END BRAKE COCK’.
24.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4302 C’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘BRAKE BLOCK OTHER’.
05.06.1990 Repair ‘BRAKE LEVER’.
05.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1990 Repair ‘TWIST LOCK’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
05.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
24.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4302 C’
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4302 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.10.1990 Repair ‘COUPLER KNUCKLE’.
01.10.1990 Repair ‘GRADE CONTROL VALVE’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘TWIST LOCK’.
01.10.1990 Repair ‘WHEEL SET’.
01.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.04.1991 Repair ‘BRAKE PULL ROD’.
04.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4302 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4302 C’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
29.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4302 C’
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4302 C’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
23.02.1992 Repair ‘BRAKE BLOCK RB95’.
23.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4302 C’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BEARERS’.
14.05.1992 Repair ‘SIDE BEARER’.
14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4302 C’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘EMPTY LOAD VALVE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
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05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘TRAIN PIPE (END)’.
31.07.1992 Repair ‘TRAIN PIPE (END)’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4302 C’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4302 C’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB101’.
10.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘VEHICLE COMPLETE’.
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1993 Repair ‘VEHICLE STENCILS’.
16.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4302 C’
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4302 C’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
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24.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4302 C’

27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4302 C’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4302 C’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.02.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4305

13.04.1995 Reclassified from wagon ‘RQKY 4305 W’ to ’ wagon ‘RQMF 4305 V’.

RQKY 4306

Details: wagon ‘RQKY 4306 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.12.1975
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.07.1995
Last Triple Valve: 09.01.1992
Last Brake Cylinder: 06.08.1990
Last Lift: 05.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

15.09.1989 Repair ‘STEP’.
15.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4306 P’
16.12.1989 Repair ‘BRAKE BLOCK RB95’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Repair ‘BRAKE PULL ROD’.
08.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4306 P’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BRAKE PULL ROD’.
05.03.1990 Repair ‘TRAIN PIPE’.
05.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4306 P’
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
28.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
02.11.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
14.11.1990 Repair ‘BOGIE BEARINGS’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.04.1991 Repair ‘BRAKE BLOCK RB95’.
21.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
23.05.1991 Repair ‘BRAKE BLOCK RB95’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
25.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘STRIKING CASTING’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
07.11.1991 Repair ‘BRAKE BLOCK RB95’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
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09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘BRAKE BLOCK RB95’.
09.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE COMPLETE’.
25.03.1992 Repair ‘BRAKE LEVER’.
25.03.1992 Repair ‘COUPLER COMPLETE’.
25.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘YOKE COMPLETE’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4306 P’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘END BRAKE COCK’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘VEHICLE COMPLETE’.
28.10.1992 Repair ‘WHEEL SET’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘EMPTY LOAD VALVE’.
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26.02.1993 Repair ‘END BRAKE COCK’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
13.03.1993 Repair ‘TWIST LOCK’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
16.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4306 P’
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
13.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4306 P’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘BRAKE BLOCK RB95’.
19.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
19.08.1993 Repair ‘BRAKE LEVER’.
19.08.1993 Repair ‘BRAKE PULL ROD’.
19.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
30.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4306 P’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4306 P’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
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30.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4309

07.04.1995 Reclassified from wagon ‘RQKY 4309 M’ to ’ wagon ‘RQMF 4309 L’.

RQKY 4311

Details: wagon ‘RQKY 4311 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.02.1980
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.09.1996
Due Triple Valve: 19.12.1991
Last Triple Valve: 02.04.1989
Last Brake Cylinder: 25.06.1993
Last Single Car Test: 18.11.1992
Last Lift: 26.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
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WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1989 Repair ‘BRAKE LEVER’.
03.07.1989 Repair ‘BRAKE PIN’.
03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
14.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
17.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘END BRAKE COCK’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
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22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1989 Repair ‘COUPLER KNUCKLE’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
22.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
04.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.

18549



2. TIMS GROUP INFORMATION - WAGONS

23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘WHEEL SET’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

23.11.1990 Repair ‘HANDRAILS’.
23.11.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4311 B’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
22.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.06.1991 Repair ‘COUPLER KNUCKLE’.
04.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1991 Repair ‘TWIST LOCK’.
04.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1991 Repair ‘WHEEL SET’.
04.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘EMPTY LOAD VALVE’.
17.07.1991 Repair ‘GRADE CONTROL VALVE’.
17.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Repair ‘WHEEL SET’.
17.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
11.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4311 B’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4311 B’
24.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
01.09.1991 Repair ‘BOGIE SPRING’.
01.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
04.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1991 Repair ‘COUPLER KNUCKLE’.
11.10.1991 Repair ‘EMPTY LOAD VALVE’.
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11.10.1991 Repair ‘GRADE CONTROL VALVE’.
11.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1991 Repair ‘TWIST LOCK’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘STRIKING CASTING’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1991 Repair ‘BOGIE COMPLETE’.
30.11.1991 Repair ‘BRAKE LEVER’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘GRADE CONTROL VALVE’.
02.06.1992 Repair ‘WHEEL SET’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘VEHICLE COMPLETE’.
07.07.1992 Repair ‘WHEEL SET’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Repair ‘WHEEL SET’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Repair ‘WHEEL SET’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BOLSTER’.
29.10.1992 Repair ‘BOGIE SIDEFRAME’.
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29.10.1992 Repair ‘BOGIE SPRING’.
29.10.1992 Repair ‘BRAKE BLOCK RB95’.
29.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.10.1992 Repair ‘EMPTY LOAD VALVE’.
29.10.1992 Repair ‘GRADE CONTROL VALVE’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘END BRAKE COCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4311 B’
10.12.1992 Repair ‘STEP’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BRAKE BLOCK RB95’.
25.06.1993 Repair ‘BRAKE PULL ROD’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘WHEEL SET’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
26.09.1993 Repair ‘BOGIE SPRING’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
30.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
11.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4311 B’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4311 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 4311 B’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
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11.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4312

Details: wagon ‘RQKY 4312 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.09.1996
Due Triple Valve: 01.05.1995
Last Brake Cylinder: 19.07.1989
Last Single Car Test: 07.01.1993
Last Lift: 29.05.1987
Cont Connector Type:] P
Cont Max Slots: 3
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21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BEARERS’.
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘EMPTY LOAD VALVE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1989 Repair ‘SIDE BEARER’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
09.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
15.08.1989 Repair ‘BOGIE SPRING’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
09.10.1989 Repair ‘TWIST LOCK’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
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22.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
12.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1989 Repair ‘BRAKE SPRING’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
14.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
23.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
10.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
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10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘BOGIE SIDEFRAME’.
29.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
18.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1990 Repair ‘BOGIE COMPLETE’.
29.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.11.1990 Repair ‘EMPTY LOAD VALVE’.
29.11.1990 Repair ‘GRADE CONTROL VALVE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Repair ‘WHEEL SET’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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26.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1991 Repair ‘COUPLER KNUCKLE’.
26.02.1991 Repair ‘TWIST LOCK’.
26.02.1991 Repair ‘TWIST LOCK’.
26.02.1991 Repair ‘TWIST LOCK’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
08.03.1991 Repair ‘END HOSE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE STENCILS’.
08.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4312 K’
10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘COUPLER KNUCKLE’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
10.05.1991 Repair ‘STEP’.
10.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
17.05.1991 Repair ‘BOGIE SIDEFRAME’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
07.06.1991 Repair ‘GRADE CONTROL VALVE’.
07.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Repair ‘TWIST LOCK’.
07.06.1991 Repair ‘WHEEL SET’.
07.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
21.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘GRADE CONTROL VALVE’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
26.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘WHEEL SET’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BOGIE SIDEFRAME’.
04.02.1992 Repair ‘BRAKE FULCRUM BRACKET’.
04.02.1992 Repair ‘BRAKE LEVER’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
20.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BOLSTER’.
30.03.1992 Repair ‘BOGIE SIDEFRAME’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
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21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE COMPLETE’.
22.06.1992 Repair ‘COUPLER KNUCKLE’.
22.06.1992 Repair ‘TWIST LOCK’.
22.06.1992 Repair ‘TWIST LOCK’.
22.06.1992 Repair ‘TWIST LOCK’.
22.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘EMPTY LOAD VALVE’.
14.07.1992 Repair ‘GRADE CONTROL VALVE’.
14.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.07.1992 Repair ‘WHEEL SET’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
29.07.1992 Repair ‘STEP’.
29.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Repair ‘WHEEL SET’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘VEHICLE STENCILS’.
07.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4312 K’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.02.1993 Repair ‘CARD OR CLIP HOLDER’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
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24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BOGIE BEARERS’.
26.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘EMPTY LOAD VALVE’.
14.09.1993 Repair ‘GRADE CONTROL VALVE’.
14.09.1993 Repair ‘WHEEL SET’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
08.12.1993 Repair ‘STEP’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4312 K’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4312 K’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

30.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4314

Details: wagon ‘RQKY 4314 V’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.04.1995
Due Triple Valve: 01.07.1997
Last Triple Valve: 15.08.1989
Last Brake Cylinder: 15.10.1991
Last Single Car Test: 20.01.1988
Last Lift: 06.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BEARERS’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE CONTROL PIPE’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
15.08.1989 Repair ‘BRANCH PIPE’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘RELAY VALVE’.
15.08.1989 Repair ‘VEHICLE COMPLETE’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
17.10.1989 Repair ‘STEP’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
31.10.1989 Repair ‘HANDRAILS’.
31.10.1989 Repair ‘HANDRAILS’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE LEVER’.
13.12.1989 Repair ‘END BRAKE COCK’.
13.12.1989 Repair ‘END HOSE’.
13.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
01.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
03.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
16.05.1990 Repair ‘WHEEL SET’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
24.05.1990 Repair ‘VEHICLE COMPLETE’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
31.05.1990 Repair ‘VEHICLE COMPLETE’.
31.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘VEHICLE COMPLETE’.
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05.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE WEAR PLATES’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Repair ‘TWIST LOCK’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘EMPTY LOAD VALVE’.
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Repair ‘TWIST LOCK’.
01.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
13.03.1991 Repair ‘VEHICLE COMPLETE’.
13.03.1991 Repair ‘VEHICLE STENCILS’.
13.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4314 F’
20.03.1991 Repair ‘END BRAKE COCK’.
20.03.1991 Repair ‘END HOSE’.
20.03.1991 Repair ‘TRAIN PIPE (END)’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
27.05.1991 Repair ‘END HOSE’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
13.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
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19.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
30.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
03.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4314 F’
20.08.1991 Repair ‘TWIST LOCK’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
04.09.1991 Repair ‘COUPLER KNUCKLE’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘GRADE CONTROL VALVE’.
01.10.1991 Repair ‘WEAR PLATES & SADDLES’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘END COMPLETE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
28.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘EMPTY LOAD VALVE’.
11.12.1991 Repair ‘GRADE CONTROL VALVE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
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09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE SIDEFRAME’.
02.06.1992 Repair ‘COUPLER KNUCKLE’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Repair ‘VEHICLE COMPLETE’.
14.07.1992 Repair ‘WHEEL SET’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE BOLSTER’.
20.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1992 Repair ‘BOGIE SIDEFRAME’.
20.08.1992 Repair ‘VEHICLE COMPLETE’.
20.08.1992 Repair ‘VEHICLE STENCILS’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
16.10.1992 Repair ‘CARD OR CLIP HOLDER’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘EMPTY LOAD VALVE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4314 F’
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
09.03.1993 Repair ‘BOGIE SIDEFRAME’.
09.03.1993 Repair ‘VEHICLE COMPLETE’.
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09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE COMPLETE’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
18.07.1993 Repair ‘COUPLER KNUCKLE’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.01.1994 Repair ‘BRAKE LEVER’.
01.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4314 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4314 F’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4317

Details: wagon ‘RQKY 4317 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.12.1996
Last Brake Cylinder: 29.10.1993
Last Lift: 23.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BEARINGS’.
05.10.1989 Repair ‘TRAIN PIPE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
05.08.1990 Repair ‘HANDRAILS’.
05.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4317 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
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19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BEARERS’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘END COMPLETE’.
23.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1991 Repair ‘VEHICLE RECLASSIFY’.
23.09.1991 Repair ‘WHEEL SET’.
23.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4317 J’
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE STENCILS’.
26.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4317 J’
13.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.05.1992 Repair ‘BRAKE BLOCK RB95’.
04.05.1992 Repair ‘BRAKE LEVER’.
04.05.1992 Repair ‘BRAKE PULL ROD’.
04.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BRAKE BLOCK RB95’.
20.05.1992 Repair ‘BRAKE PULL ROD’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4317 J’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BRAKE LEVER’.
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12.10.1992 Repair ‘BRAKE PULL ROD’.
12.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
16.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4317 J’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BRAKE LEVER’.
10.03.1993 Repair ‘BRAKE PULL ROD’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Repair ‘WHEEL SET’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
25.04.1993 Repair ‘TWIST LOCK’.
25.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4317 J’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
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07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4317 J’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
(NRC023)’. New class: ‘RQKY’.

11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4317 J’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4317 J’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4320

20.04.1995 Reclassified from wagon ‘RQKY 4320 Q’ to ’ wagon ‘RQMF 4320 P’.

RQKY 4323

Details: wagon ‘RQKY 4323 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1996
Due Triple Valve: 01.07.1997
Last Triple Valve: 22.11.1993
Last Lift: 06.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4323 E’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

18572



2.709. Wagon classification starting with ‘RQK’

28.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4323 E’

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Repair ‘TWIST LOCK’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
11.05.1990 Repair ‘BOGIE SIDEFRAME’.
11.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘YOKE CARRIER’.
23.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘VEHICLE COMPLETE’.
02.10.1990 Repair ‘WHEEL SET’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
09.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
27.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
14.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘EMPTY LOAD VALVE’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘STANCHION’.
16.01.1991 Repair ‘TWIST LOCK’.
16.01.1991 Repair ‘TWIST LOCK’.
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16.01.1991 Repair ‘TWIST LOCK’.
16.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1991 Repair ‘BRAKE LEVER’.
04.02.1991 Repair ‘BRAKE PULL ROD’.
04.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
20.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
12.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.
27.06.1991 Repair ‘EMPTY LOAD VALVE’.
27.06.1991 Repair ‘GRADE CONTROL VALVE’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Repair ‘TWIST LOCK’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
07.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4323 E’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4323 E’
24.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
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08.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
18.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
04.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
16.10.1991 Repair ‘HANDBRAKE HANDLE’.
16.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
03.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
13.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
24.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
26.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
21.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BRANCH PIPE’.
01.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
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10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1992 Repair ‘YOKE CARRIER’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘WHEEL SET’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
09.08.1992 Repair ‘HANDRAILS’.
09.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4323 E’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARERS’.
14.10.1992 Repair ‘BOGIE BEARINGS’.
14.10.1992 Repair ‘BOGIE BOLSTER’.
14.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
14.10.1992 Repair ‘BOGIE SIDEFRAME’.
14.10.1992 Repair ‘BOGIE WEAR PLATES’.
14.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Repair ‘WHEEL SET’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BRAKE BLOCK RB95’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘EMPTY LOAD VALVE’.
19.07.1993 Repair ‘GRADE CONTROL VALVE’.
19.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
30.07.1993 Repair ‘TWIST LOCK’.
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30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4323 E’

05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘WHEEL SET’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
22.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1993 Repair ‘STEP’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘EMPTY LOAD VALVE’.
22.11.1993 Repair ‘GRADE CONTROL VALVE’.
22.11.1993 Repair ‘HAND RELEASE (AIR)’.
22.11.1993 Repair ‘TRAIN PIPE (END)’.
22.11.1993 Repair ‘WHEEL SET’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4323 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
22.05.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4323 E’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
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18.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

19.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4324

Details: wagon ‘RQKY 4324 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.07.1996
Due Triple Valve: 19.01.1989
Last Brake Cylinder: 04.09.1991
Last Single Car Test: 10.12.1992
Last Lift: 10.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
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‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
15.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
01.08.1989 Repair ‘BRANCH PIPE’.
01.08.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4324 N’
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Repair ‘TWIST LOCK’.
03.08.1989 Repair ‘TWIST LOCK’.
03.08.1989 Repair ‘VEHICLE COMPLETE’.
03.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
20.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
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18.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
20.10.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
25.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1989 Repair ‘TWIST LOCK’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
13.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘END BRAKE COCK’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Repair ‘WHEEL SET’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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31.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1990 Repair ‘TWIST LOCK’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘WHEEL SET’.
31.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
08.04.1990 Repair ‘END HOSE’.
08.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE BOLSTER’.
21.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1990 Repair ‘EMPTY LOAD VALVE’.
21.05.1990 Repair ‘GRADE CONTROL VALVE’.
21.05.1990 Repair ‘RELAY VALVE’.
21.05.1990 Repair ‘WHEEL SET’.
21.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘BRAKE PULL ROD’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘WHEEL SET’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
04.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
22.07.1990 Repair ‘BOGIE SPRING’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
05.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
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AQSY. (RS4537)’.
14.09.1990 Repair ‘END BRAKE COCK’.
14.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
16.09.1990 Repair ‘BRAKE BLOCK RB95’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
15.01.1991 Repair ‘BOGIE SPRING’.
15.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘HANDRAILS’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
03.05.1991 Repair ‘BOGIE SPRING’.
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1991 Repair ‘BOGIE SPRING’.
14.06.1991 Repair ‘BRAKE PULL ROD’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
14.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘WHEEL SET’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
28.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
06.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4324 N’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4324 N’

04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘WHEEL SET’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘COUPLER KNUCKLE’.
27.09.1991 Repair ‘EMPTY LOAD VALVE’.
27.09.1991 Repair ‘GRADE CONTROL VALVE’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
14.10.1991 Repair ‘BOGIE SIDEFRAME’.
14.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER COMPLETE’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
31.03.1992 Repair ‘BOGIE SPRING’.
31.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
28.04.1992 Repair ‘BOGIE SPRING’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE LEVER’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.07.1992 Repair ‘COUPLER COMPLETE’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘COUPLER KNUCKLE’.
23.09.1992 Repair ‘EMPTY LOAD VALVE’.
23.09.1992 Repair ‘GRADE CONTROL VALVE’.
23.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Repair ‘WHEEL SET’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘EMPTY LOAD VALVE’.
02.11.1992 Repair ‘GRADE CONTROL VALVE’.
02.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4324 N’
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘BOGIE BEARERS’.
06.02.1993 Repair ‘BOGIE COMPLETE’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
06.02.1993 Repair ‘SIDE BEARER’.
06.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
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23.03.1993 Repair ‘END HOSE’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Repair ‘VEHICLE STENCILS’.
23.03.1993 Repair ‘WHEEL SET’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
07.08.1993 Repair ‘STEP’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
23.10.1993 Repair ‘COUPLER COMPLETE’.
23.10.1993 Repair ‘WHEEL SET’.
23.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4324 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4324 N’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.11.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 4325

Details: wagon ‘RQKY 4325 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 25.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1995
Due Triple Valve: 10.04.1991
Last Triple Valve: 23.02.1993
Last Brake Cylinder: 08.07.1989
Last Single Car Test: 23.03.1993
Last Lift: 23.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
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08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
29.07.1989 Repair ‘BOGIE SPRING’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
20.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BOLSTER’.
28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘BOGIE SIDEFRAME’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.08.1989 Repair ‘EMPTY LOAD VALVE’.
28.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘WHEEL SET’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
02.09.1989 Repair ‘BOGIE SPRING’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BEARINGS’.
29.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1989 Repair ‘BRAKE LEVER’.
29.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
29.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
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01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
29.11.1989 Repair ‘BOGIE SPRING’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
14.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1990 Repair ‘BRAKE LEVER’.
05.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
22.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BOGIE BEARERS’.
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Repair ‘BOGIE COMPLETE’.
10.04.1990 Repair ‘BOGIE SPRING’.
10.04.1990 Repair ‘BOGIE WEAR PLATES’.
10.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.04.1990 Repair ‘COUPLER KNUCKLE’.
10.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1990 Repair ‘TOP CENTRE PLATE’.
10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Repair ‘TWIST LOCK’.
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10.04.1990 Repair ‘TWIST LOCK’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘EMPTY LOAD VALVE’.
25.07.1990 Repair ‘GRADE CONTROL VALVE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘WHEEL SET’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
19.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘WHEEL SET’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4325 W’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Repair ‘BOGIE SPRING’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
15.05.1991 Repair ‘BOGIE SPRING’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
07.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
29.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1991 Repair ‘BRAKE LEVER’.
29.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1991 Repair ‘COUPLER KNUCKLE’.
29.06.1991 Repair ‘EMPTY LOAD VALVE’.
29.06.1991 Repair ‘GRADE CONTROL VALVE’.
29.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
28.08.1991 Repair ‘TWIST LOCK’.
28.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1991 Repair ‘COUPLER KNUCKLE’.
17.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.09.1991 Repair ‘GRADE CONTROL VALVE’.
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17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
13.10.1991 Repair ‘BRAKE BLOCK RB95’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
01.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
03.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘WHEEL SET’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
20.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘WHEEL SET’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1992 Repair ‘BOGIE SIDEFRAME’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE SPRING’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘STEP’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
14.07.1992 Repair ‘TWIST LOCK’.
14.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BOLSTER’.
07.08.1992 Repair ‘BOGIE SIDEFRAME’.
07.08.1992 Repair ‘BOGIE SIDEFRAME’.
07.08.1992 Repair ‘COUPLER KNUCKLE’.
07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
26.11.1992 Repair ‘STEP’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4325 W’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4325 W’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.02.1993 Repair ‘RELAY VALVE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BRAKE LEVER’.
02.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4325 W’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.09.1993 Repair ‘BRAKE LEVER’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
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15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Repair ‘GRADE CONTROL VALVE’.
15.09.1993 Repair ‘WHEEL SET’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4325 W’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4329

Details: wagon ‘RQKY 4329 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 25.02.1976
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 18.12.1996
Due Triple Valve: 01.01.1997
Last Triple Valve: 21.02.1989
Last Brake Cylinder: 26.03.1992
Last Single Car Test: 24.11.1992
Last Lift: 21.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

26.09.1984 Alteration complete ‘FIT (4) FOUR NO. 1435MM GAUGE BK BOGIES (50T)
WITH ‘LORD’ L-C PADS ONLY AND (4) FOUR NO. 1435MM GAUGE BK BOGIES
(50T) WITH ‘LORD’ L-C PADS AND ‘STUCKI’ CONSTANT CONTACT SIDE
BEARERS FOR TRIAL PURPOSES UNDER ‘AQMX’ FLAT WAGONS
RECLASSIFIED TO ‘AQMY‘. (BOLSTER PART NO. B797). AQMY 4301 (RS4000)’.
New class: ‘AQMY’.

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 6 NO.‘AQMX’ (1600 MM BOGIES) CONTAINER FLAT
WAGONS.‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ABSC‘. AQMX AS
SELECTED. (RS4229)’. New class: ‘AQSY’.

07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Repair ‘RELAY VALVE’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Repair ‘TWIST LOCK’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘WHEEL SET’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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27.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4329 M’

07.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
21.11.1989 Repair ‘TWIST LOCK’.
21.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
23.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
09.01.1990 Repair ‘BOGIE SPRING’.
09.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1990 Repair ‘COUPLER KNUCKLE’.
24.01.1990 Repair ‘EMPTY LOAD VALVE’.
24.01.1990 Repair ‘GRADE CONTROL VALVE’.
24.01.1990 Repair ‘TWIST LOCK’.
24.01.1990 Repair ‘TWIST LOCK’.
24.01.1990 Repair ‘TWIST LOCK’.
24.01.1990 Repair ‘TWIST LOCK’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
24.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
30.05.1990 Repair ‘BRAKE BLOCK RB95’.
30.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
03.06.1990 Repair ‘COUPLER KNUCKLE’.
03.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4329 M’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Repair ‘VEHICLE COMPLETE’.
26.06.1990 Repair ‘WHEEL SET’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
22.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BOLSTER’.
07.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1991 Repair ‘COUPLER KNUCKLE’.
07.01.1991 Repair ‘VEHICLE STENCILS’.
07.01.1991 Repair ‘WHEEL SET’.
07.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
26.02.1991 Repair ‘BOGIE SIDEFRAME’.
26.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
10.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
07.05.1991 Repair ‘BOGIE SPRING’.
07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
11.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE BLOCK RB95’.
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06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘COUPLER KNUCKLE’.
17.06.1991 Repair ‘EMPTY LOAD VALVE’.
17.06.1991 Repair ‘GRADE CONTROL VALVE’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘TWIST LOCK’.
17.06.1991 Repair ‘WHEEL SET’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
07.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
07.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4329 M’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4329 M’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
01.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
20.09.1991 Repair ‘BOGIE SPRING’.
20.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
24.09.1991 Repair ‘BOGIE SPRING’.
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24.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4329 M’

28.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
04.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
26.11.1991 Repair ‘BRAKE BLOCK RB95’.
26.11.1991 Repair ‘END BRAKE COCK’.
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
28.11.1991 Repair ‘BRAKE BLOCK RB95’.
28.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
30.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
06.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
04.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BOGIE COMPLETE’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘GRADE CONTROL VALVE’.
24.01.1992 Repair ‘RELAY VALVE’.
24.01.1992 Repair ‘TWIST LOCK’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘END BRAKE COCK’.
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26.06.1992 Repair ‘END HOSE’.
26.06.1992 Repair ‘TRAIN PIPE (END)’.
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Repair ‘WHEEL SET’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1992 Repair ‘BOGIE COMPLETE’.
18.07.1992 Repair ‘BRAKE LEVER’.
18.07.1992 Repair ‘BRAKE PULL ROD’.
18.07.1992 Repair ‘BRANCH PIPE’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘TOP CENTRE PLATE’.
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
29.10.1992 Repair ‘BOGIE SPRING’.
29.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1992 Repair ‘COUPLER KNUCKLE’.
29.10.1992 Repair ‘EMPTY LOAD VALVE’.
29.10.1992 Repair ‘GRADE CONTROL VALVE’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘VEHICLE COMPLETE’.
24.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4329 M’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BOLSTER’.
22.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1992 Repair ‘BOGIE SPRING’.
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22.12.1992 Repair ‘WHEEL SET’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
04.04.1993 Repair ‘TWIST LOCK’.
04.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
06.05.1993 Repair ‘BOGIE SPRING’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Repair ‘VEHICLE COMPLETE’.
13.08.1993 Repair ‘WHEEL SET’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
08.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4329 M’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
30.04.1994 Repair ‘VEHICLE RECLASSIFY’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4329 M’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.05.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4330

Details: wagon ‘RQKY 4330 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard

18600



2.709. Wagon classification starting with ‘RQK’

Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 11.11.1996
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 09.04.1992
Last Single Car Test: 15.12.1992
Last Lift: 26.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘WHEEL SET’.
12.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
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22.08.1989 Repair ‘WHEEL SET’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
17.10.1989 Repair ‘BOGIE SPRING’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
28.10.1989 Repair ‘BOGIE SPRING’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1989 Repair ‘BRAKE LEVER’.
10.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1989 Repair ‘BRANCH PIPE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
01.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘WHEEL SET’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
02.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
18.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1990 Repair ‘TWIST LOCK’.
18.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
18.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
29.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
04.07.1990 Repair ‘BRAKE BLOCK RB95’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
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25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
02.12.1990 Repair ‘HOSE FITTINGS’.
02.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
27.01.1991 Repair ‘COUPLER KNUCKLE’.
27.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
21.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
26.03.1991 Repair ‘BOGIE SPRING’.
26.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.05.1991 Repair ‘BOGIE SPRING’.
27.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
22.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
10.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
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14.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1991 Repair ‘COUPLER KNUCKLE’.
14.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
07.08.1991 Repair ‘BRAKE BLOCK RB95’.
07.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4330 X’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK OTHER’.
04.09.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
04.09.1991 Repair ‘WHEEL SET’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BRAKE BLOCK RB95’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘VEHICLE COMPLETE’.
01.10.1991 Repair ‘WHEEL SET’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘STRIKING CASTING’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘STRIKING CASTING’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
19.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.02.1992 Repair ‘BOGIE SPRING’.
19.02.1992 Repair ‘BRAKE BLOCK RB95’.
19.02.1992 Repair ‘BRAKE PULL ROD’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘WHEEL SET’.
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19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BOLSTER’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4330 X’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BRAKE BLOCK RB95’.
02.09.1992 Repair ‘VEHICLE COMPLETE’.
02.09.1992 Repair ‘WHEEL SET’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘VEHICLE COMPLETE’.
15.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4330 X’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BRAKE BLOCK RB95’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.
09.06.1993 Repair ‘EMPTY LOAD VALVE’.
09.06.1993 Repair ‘GRADE CONTROL VALVE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘COUPLER KNUCKLE’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
14.08.1993 Repair ‘WHEEL SET’.
14.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
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22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4330 X’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.10.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4333

Details: wagon ‘RQKY 4333 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FBQZ

Capacity of 55 tonnes

18607



2. TIMS GROUP INFORMATION - WAGONS

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 04.08.1996
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 04.02.1991
Last Single Car Test: 07.01.1993
Last Lift: 01.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘END BRAKE COCK’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘TRAIN PIPE (END)’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
12.08.1989 Repair ‘BOGIE SPRING’.
12.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
27.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
24.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4333 M’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE BEARINGS’.
23.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1989 Repair ‘COUPLER KNUCKLE’.
23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
25.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
03.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
24.03.1990 Repair ‘BOGIE BEARINGS’.
24.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
05.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
18.05.1990 Repair ‘BOGIE SPRING’.
18.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4333 M’

18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1990 Repair ‘BRAKE PIN’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘TWIST LOCK’.
18.06.1990 Repair ‘WHEEL SET’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
22.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
27.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
12.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
24.08.1990 Repair ‘BOGIE SPRING’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
04.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘COUPLER KNUCKLE’.
16.01.1991 Repair ‘EMPTY LOAD VALVE’.
16.01.1991 Repair ‘GRADE CONTROL VALVE’.
16.01.1991 Repair ‘TWIST LOCK’.
16.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1991 Repair ‘BRAKE LEVER’.
04.02.1991 Repair ‘BRAKE PULL ROD’.
04.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE STENCILS’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
28.03.1991 Repair ‘BOGIE SPRING’.
28.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
14.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

02.05.1991 Repair ‘STEP’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
18.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
24.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
01.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
07.01.1992 Repair ‘BRAKE LEVER’.
07.01.1992 Repair ‘BRAKE PULL ROD’.
07.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘YOKE CARRIER’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE BEARINGS’.
02.10.1992 Repair ‘BRAKE BLOCK RB95’.
02.10.1992 Repair ‘BRAKE LEVER’.
02.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘VEHICLE COMPLETE’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘BRAKE PULL ROD’.
29.10.1992 Repair ‘COUPLER COMPLETE’.
29.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1992 Repair ‘VEHICLE COMPLETE’.
29.10.1992 Repair ‘WHEEL SET’.
29.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE SIDEFRAME’.
08.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘VEHICLE STENCILS’.
07.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon
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‘AQSY 4333 M’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BRAKE LEVER’.
17.05.1993 Repair ‘BRAKE PIN’.
17.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
07.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4333 M’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Repair ‘WHEEL SET’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4333 M’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQKY 4335

Details: wagon ‘RQKY 4335 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.07.1996
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 10.07.1991
Last Lift: 10.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE STENCILS’.
21.07.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4335 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘WHEEL SET’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4335 H’
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18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRANCH PIPE’.
29.04.1991 Repair ‘EMPTY LOAD VALVE’.
29.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.04.1991 Repair ‘VEHICLE STENCILS’.
29.04.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4335 H’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARERS’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘END COMPLETE’.
09.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1991 Repair ‘VEHICLE RECLASSIFY’.
09.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4335 H’
17.07.1991 Repair ‘BOGIE COMPLETE’.
17.07.1991 Repair ‘VEHICLE COMPLETE’.
17.07.1991 Repair ‘VEHICLE STENCILS’.
17.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQSY 4335 H’
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘END HOSE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘STANCHION’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘VEHICLE RETARE’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4335 H’
18.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
30.12.1991 Repair ‘TWIST LOCK’.
30.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRAKE BLOCK RB95’.
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01.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.06.1992 Repair ‘BRAKE LEVER’.
01.06.1992 Repair ‘BRAKE PULL ROD’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘EMPTY LOAD VALVE’.
01.06.1992 Repair ‘GRADE CONTROL VALVE’.
01.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘WHEEL SET’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4335 H’
03.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
25.09.1992 Repair ‘HANDRAILS’.
25.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
08.11.1992 Repair ‘TWIST LOCK’.
08.11.1992 Repair ‘TWIST LOCK’.
08.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BRAKE BLOCK RB95’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘VEHICLE COMPLETE’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4335 H’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1993 Repair ‘BOGIE COMPLETE’.
12.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
12.08.1993 Repair ‘BRAKE BLOCK RB95’.
12.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Repair ‘VEHICLE COMPLETE’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4335 H’
28.08.1993 Repair ‘TWIST LOCK’.
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
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05.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.11.1993 Repair ‘HOSE FITTINGS’.
05.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4335 H’
06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4335 H’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4335 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4335 H’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4337

Details: wagon ‘RQKY 4337 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 28.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.07.1996
Last Brake Cylinder: 08.07.1992
Last Single Car Test: 30.03.1993
Last Lift: 01.08.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘WHEEL SET’.
13.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4337 C’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
06.11.1989 Repair ‘VEHICLE COMPLETE’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Repair ‘EMPTY LOAD VALVE’.
13.12.1989 Repair ‘GRADE CONTROL VALVE’.
13.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1989 Repair ‘HANDRAILS’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘TWIST LOCK’.
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13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘WHEEL SET’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1991 Repair ‘COUPLER KNUCKLE’.
05.01.1991 Repair ‘EMPTY LOAD VALVE’.
05.01.1991 Repair ‘GRADE CONTROL VALVE’.
05.01.1991 Repair ‘STEP’.
05.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
11.01.1991 Repair ‘BRAKE LEVER’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘TWIST LOCK’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
21.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
27.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4337 C’

04.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4337 C’
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4337 C’
24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
08.07.1992 Repair ‘EMPTY LOAD VALVE’.
08.07.1992 Repair ‘GRADE CONTROL VALVE’.
08.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BRAKE LEVER’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Repair ‘WHEEL SET’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
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10.09.1992 Repair ‘BOGIE BEARINGS’.
10.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4337 C’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Repair ‘WHEEL SET’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘VEHICLE COMPLETE’.
15.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4337 C’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
30.08.1993 Repair ‘STEP’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4337 C’
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4337 C’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4337 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4337 C’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
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03.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4338

Details: wagon ‘RQKY 4338 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQQ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CM CN CH
Return to Service Date: 31.12.1995
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
29.11.1989 Repair ‘TWIST LOCK’.
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29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4338 L’

19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BRANCH PIPE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘END BRAKE COCK’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

09.10.1990 Alteration complete ‘CUT FLOOR PLATE OF AN ‘AQSY’ CLASS FLAT
WAGON AS PER DRAWING AW-13959. NOTE: COLLECT ALL OFF-CUTS &
WEIGH AND NOTIFY MANAGER MECHANICAL SERVICES OF WEIGHT. AQSY
4338. (RS4547)’.

13.11.1990 Repair ‘COUPLER COMPLETE’.
13.11.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4338 L’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

01.05.1991 Repair ‘BRAKE BLOCK RB95’.
01.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
04.08.1991 Repair ‘BRAKE BLOCK RB95’.
04.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4338 L’
11.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4338 L’
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03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
29.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
05.01.1992 Repair ‘BRAKE BLOCK RB95’.
05.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
05.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
12.04.1992 Repair ‘BRAKE BLOCK RB95’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE COMPLETE’.
11.05.1992 Repair ‘BRAKE BLOCK RB95’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘WHEEL SET’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BEARINGS’.
10.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
10.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘EMPTY LOAD VALVE’.
10.11.1992 Repair ‘GRADE CONTROL VALVE’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRAKE BLOCK RB95’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BRAKE BLOCK RB95’.
11.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘EMPTY LOAD VALVE’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
11.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
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17.06.1993 Repair ‘VEHICLE RECLASSIFY’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE ADAPTER’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
25.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
22.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
22.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
22.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4338 L’
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4338 L’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.
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RQKY 4340

20.04.1995 Reclassified from wagon ‘RQKY 4340 J’ to ’ wagon ‘RQMF 4340 X’.

RQKY 4342

Details: wagon ‘RQKY 4342 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.12.1995
Due Triple Valve: 01.07.1997
Last Triple Valve: 31.10.1989
Last Brake Cylinder: 28.10.1991
Last Single Car Test: 19.01.1993
Last Lift: 06.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

04.07.1989 Repair ‘BOGIE SPRING’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4342 L’

28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
01.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
27.09.1989 Repair ‘COUPLER KNUCKLE’.
27.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
15.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.10.1989 Repair ‘COUPLER COMPLETE’.
31.10.1989 Repair ‘COUPLER KNUCKLE’.
31.10.1989 Repair ‘GRADE CONTROL VALVE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘TWIST LOCK’.
31.10.1989 Repair ‘WHEEL SET’.
31.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
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27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
20.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
01.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘WHEEL SET’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
29.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
05.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

16.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
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24.09.1990 Repair ‘BOGIE SPRING’.
24.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘WHEEL SET’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
23.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
08.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
10.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
01.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
27.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER COMPLETE’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BOGIE BOLSTER’.
19.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
19.07.1991 Repair ‘BOGIE SIDEFRAME’.
19.07.1991 Repair ‘BOGIE WEAR PLATES’.
19.07.1991 Repair ‘BRAKE BLOCK RB95’.
19.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.07.1991 Repair ‘VEHICLE COMPLETE’.
19.07.1991 Repair ‘WHEEL SET’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
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15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
13.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
25.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
28.10.1991 Repair ‘EMPTY LOAD VALVE’.
28.10.1991 Repair ‘GRADE CONTROL VALVE’.
28.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘WHEEL SET’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
12.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘WHEEL SET’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
28.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘BRANCH PIPE’.
05.02.1992 Repair ‘COUPLER KNUCKLE’.
05.02.1992 Repair ‘EMPTY LOAD VALVE’.
05.02.1992 Repair ‘GRADE CONTROL VALVE’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
21.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.04.1992 Repair ‘COUPLER KNUCKLE’.
01.04.1992 Repair ‘EMPTY LOAD VALVE’.
01.04.1992 Repair ‘GRADE CONTROL VALVE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1992 Repair ‘BRAKE PULL ROD’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BOGIE BEARINGS’.
02.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
02.10.1992 Repair ‘EMPTY LOAD VALVE’.
02.10.1992 Repair ‘GRADE CONTROL VALVE’.
02.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4342 L’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1993 Repair ‘BOGIE COMPLETE’.
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27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
07.08.1993 Repair ‘BOGIE BEARERS’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4342 L’
19.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4342 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 4342 L’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4343

Details: wagon ‘RQKY 4343 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.03.1976
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 17.04.1996
Last Brake Cylinder: 08.05.1992
Last Single Car Test: 24.04.1992
Last Lift: 04.11.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
26.08.1989 Repair ‘STEP’.
26.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4343 U’
13.09.1989 Repair ‘TWIST LOCK’.
13.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4343 U’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE COMPLETE’.
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4343 U’
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘END BRAKE COCK’.
11.01.1990 Repair ‘HANDRAILS END’.
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11.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4343 U’

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘BRAKE LEVER’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘STEP’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BRAKE LEVER’.
12.09.1990 Repair ‘BRAKE PULL ROD’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
27.09.1990 Repair ‘TWIST LOCK’.
27.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1990 Repair ‘END BRAKE COCK’.
29.10.1990 Repair ‘TRAIN PIPE’.
29.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4343 U’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘BOGIE WEAR PLATES’.
03.12.1990 Repair ‘BRAKE LEVER’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
13.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1991 Repair ‘COUPLER KNUCKLE’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Repair ‘TWIST LOCK’.
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13.04.1991 Repair ‘TWIST LOCK’.
13.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘COUPLER KNUCKLE’.
23.05.1991 Repair ‘EMPTY LOAD VALVE’.
23.05.1991 Repair ‘GRADE CONTROL VALVE’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Repair ‘TWIST LOCK’.
23.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
26.08.1991 Repair ‘HANDRAILS’.
26.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
22.09.1991 Repair ‘BRAKE BLOCK RB95’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE BEARERS’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘BRAKE LEVER’.
14.04.1992 Repair ‘BRAKE PULL ROD’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Repair ‘SIDE BEARER’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4343 U’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘WHEEL SET’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
24.07.1992 Repair ‘HANDRAILS’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.10.1992 Repair ‘TRAIN PIPE’.
29.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4343 U’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1992 Repair ‘BRAKE BLOCK RB95’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘WHEEL SET’.
20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BEARERS’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1993 Repair ‘COUPLER KNUCKLE’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Repair ‘WHEEL SET’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘WHEEL SET’.
22.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4343 U’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE SIDEFRAME’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BOLSTER’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BOGIE SIDEFRAME’.
25.11.1993 Repair ‘BRAKE BLOCK RB95’.
25.11.1993 Repair ‘HAND RELEASE (AIR)’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
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18.12.1993 Repair ‘BRAKE BLOCK RB95’.
18.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4343 U’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE RECLASSIFY’.
21.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4343 U’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.10.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4344

10.04.1995 Reclassified from wagon ‘RQKY 4344 W’ to ’ wagon ‘RQMF 4344 V’.

RQKY 4345

Details: wagon ‘RQKY 4345 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.04.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 16.07.1996
Due Triple Valve: 01.03.1988
Last Triple Valve: 20.11.1990
Last Brake Cylinder: 14.12.1993
Last Single Car Test: 14.12.1993
Last Lift: 10.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘TRAIN PIPE (END)’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
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11.12.1989 Repair ‘EMPTY LOAD VALVE’.
11.12.1989 Repair ‘GRADE CONTROL VALVE’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
19.12.1989 Repair ‘END BRAKE COCK’.
19.12.1989 Repair ‘END HOSE’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4345 P’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE BEARERS’.
18.01.1990 Repair ‘SIDE BEARER’.
18.01.1990 Repair ‘TRAIN PIPE (END)’.
18.01.1990 Repair ‘TRAIN PIPE’.
18.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4345 P’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘EMPTY LOAD VALVE’.
09.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Repair ‘TWIST LOCK’.
09.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
02.09.1990 Repair ‘BRAKE BLOCK RB95’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
08.11.1990 Repair ‘BRAKE BLOCK RB95’.
08.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4345 P’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘TWIST LOCK’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4345 P’
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08.02.1991 Repair ‘BOGIE BEARINGS’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘BRAKE BLOCK RB95’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.03.1991 Repair ‘EMPTY LOAD VALVE’.
25.03.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Repair ‘BRAKE BLOCK RB95’.
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
16.06.1991 Repair ‘BRAKE BLOCK RB95’.
16.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘BRAKE BLOCK RB95’.
23.09.1991 Repair ‘BRAKE PULL ROD’.
23.09.1991 Repair ‘COUPLER COMPLETE’.
23.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.09.1991 Repair ‘TOP CENTRE PLATE’.
23.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4345 P’
23.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4345 P’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘COUPLER KNUCKLE’.
19.11.1991 Repair ‘EMPTY LOAD VALVE’.
19.11.1991 Repair ‘GRADE CONTROL VALVE’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
04.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1992 Repair ‘BRAKE BLOCK RB95’.
30.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘EMPTY LOAD VALVE’.
30.05.1992 Repair ‘GRADE CONTROL VALVE’.
30.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BRAKE PULL ROD’.
22.09.1992 Repair ‘TRAIN PIPE’.
22.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4345 P’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARERS’.
16.10.1992 Repair ‘SIDE BEARER’.
16.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4345 P’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘WHEEL SET’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
21.05.1993 Repair ‘HANDRAILS’.
21.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4345 P’
12.08.1993 Repair ‘STEP’.
12.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4345 P’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4345 P’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘EMPTY LOAD VALVE’.
15.11.1993 Repair ‘GRADE CONTROL VALVE’.
15.11.1993 Repair ‘TRAIN PIPE’.
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4345 P’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BEARINGS’.
08.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1993 Repair ‘VEHICLE STENCILS’.
08.12.1993 Repair ‘WHEEL SET’.
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08.12.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4345 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4345 P’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.02.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4347

Details: wagon ‘RQKY 4347 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 12.07.1996
Due Triple Valve: 16.04.1997
Last Brake Cylinder: 18.09.1991
Last Single Car Test: 30.08.1993
Last Lift: 17.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 22 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX AS
SELECTED. (RS4230)’. New class: ‘AQSY’.

15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘EMPTY LOAD VALVE’.
09.09.1989 Repair ‘GRADE CONTROL VALVE’.
09.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.09.1989 Repair ‘STEP’.
09.09.1989 Repair ‘TWIST LOCK’.
09.09.1989 Repair ‘TWIST LOCK’.
09.09.1989 Repair ‘TWIST LOCK’.
09.09.1989 Repair ‘VEHICLE STENCILS’.
09.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
13.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘GRADE CONTROL VALVE’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘VEHICLE COMPLETE’.
07.12.1989 Repair ‘WHEEL SET’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
12.01.1990 Repair ‘HANDRAILS END’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4347 K’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
21.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
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05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
28.07.1990 Repair ‘TWIST LOCK’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘EMPTY LOAD VALVE’.
17.08.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.12.1990 Repair ‘BOGIE BEARINGS’.
18.12.1990 Repair ‘BOGIE BEARINGS’.
18.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1991 Repair ‘BRAKE PULL ROD’.
13.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1991 Repair ‘STANCHION’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
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13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
13.04.1991 Repair ‘BRAKE BLOCK RB95’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
17.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1991 Repair ‘WHEEL SET’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
08.11.1991 Repair ‘BRAKE BLOCK RB95’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE COMPLETE’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
13.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘COUPLER COMPLETE’.
20.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘TWIST LOCK’.
20.03.1992 Repair ‘TWIST LOCK’.
20.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1992 Repair ‘BRAKE LEVER’.
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30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘EMPTY LOAD VALVE’.
30.05.1992 Repair ‘GRADE CONTROL VALVE’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4347 K’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1993 Repair ‘BOGIE SPRING’.
14.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1993 Repair ‘TOP CENTRE PLATE’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Repair ‘TWIST LOCK’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
23.11.1993 Repair ‘BOGIE BEARERS’.
23.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BOGIE SIDEFRAME’.
23.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1993 Repair ‘STRIKING CASTING’.
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1993 Repair ‘YOKE PIN’.
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23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
06.12.1993 Repair ‘BRAKE BLOCK RB95’.
06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4347 K’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
30.12.1993 Repair ‘BRAKE BLOCK RB95’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4347 K’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4347 K’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4347 K’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4347 K’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.03.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4350

Details: wagon ‘RQKY 4350 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 10.05.1996
Due Triple Valve: 29.11.1992
Last Triple Valve: 28.10.1992
Last Brake Cylinder: 07.03.1992
Last Single Car Test: 04.01.1991
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
03.01.1990 Repair ‘STEP’.
03.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4350 B’
22.01.1990 Repair ‘STEP’.
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4350 B’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘EMPTY LOAD VALVE’.
14.03.1990 Repair ‘GRADE CONTROL VALVE’.
14.03.1990 Repair ‘HANDRAILS END’.
14.03.1990 Repair ‘SIDE STEP’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘TWIST LOCK’.
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14.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
02.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.06.1990 Repair ‘BRAKE LEVER’.
02.06.1990 Repair ‘COUPLER KNUCKLE’.
02.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1990 Repair ‘TRAIN PIPE (END)’.
02.06.1990 Repair ‘VEHICLE COMPLETE’.
02.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BRAKE PULL ROD’.
03.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
03.01.1991 Repair ‘TWIST LOCK’.
03.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1991 Repair ‘VEHICLE COMPLETE’.
03.01.1991 Repair ‘YOKE CARRIER’.
03.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4350 B’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘HANDRAILS’.
11.06.1991 Repair ‘HANDRAILS END’.
11.06.1991 Repair ‘STEP’.
11.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘TWIST LOCK’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
03.10.1991 Repair ‘BOGIE BEARERS’.
03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4350 B’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘EMPTY LOAD VALVE’.
09.10.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘COUPLER COMPLETE’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.03.1992 Repair ‘TWIST LOCK’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.05.1992 Repair ‘BOGIE COMPLETE’.
27.05.1992 Repair ‘BRAKE BLOCK RB95’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
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30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
02.09.1992 Repair ‘BOGIE BOLSTER’.
02.09.1992 Repair ‘BOGIE SPRING’.
02.09.1992 Repair ‘BOGIE SPRING’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
15.10.1992 Repair ‘TWIST LOCK’.
15.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARINGS’.
27.10.1992 Repair ‘BRAKE BLOCK RB95’.
27.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER COMPLETE’.
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17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
11.09.1993 Repair ‘BOGIE SPRING’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE COMPLETE’.
20.09.1993 Repair ‘BOGIE SPRING’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
28.11.1993 Repair ‘BRAKE SPRING’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘CARD OR CLIP HOLDER’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘WHEEL SET’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
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18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4350 B’

10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4350 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4350 B’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQSY 4350 B’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4351

Details: wagon ‘RQKY 4351 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.03.1976
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 06.12.1995
Last Brake Cylinder: 25.09.1989
Last Single Car Test: 16.11.1989
Last Lift: 21.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

27.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
16.09.1989 Repair ‘END HOSE’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘EMPTY LOAD VALVE’.
25.09.1989 Repair ‘END BRAKE COCK’.
25.09.1989 Repair ‘END HOSE’.
25.09.1989 Repair ‘GRADE CONTROL VALVE’.
25.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘VEHICLE STENCILS’.
25.09.1989 Repair ‘WHEEL SET’.
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4351 K’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘COUPLER KNUCKLE’.
27.10.1989 Repair ‘EMPTY LOAD VALVE’.
27.10.1989 Repair ‘GRADE CONTROL VALVE’.
27.10.1989 Repair ‘STEP’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
27.10.1989 Repair ‘TWIST LOCK’.
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27.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4351 K’
07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BRAKE PULL ROD’.
07.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4351 K’
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘TRAIN PIPE (END)’.
12.04.1990 Repair ‘TRAIN PIPE’.
12.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4351 K’
19.04.1990 Repair ‘SHUNT PAD’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE BLOCK RB95’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4351 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE BEARERS’.
27.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘BRAKE LEVER’.
27.09.1990 Repair ‘END HOSE’.
27.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘WHEEL SET’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4351 K’
10.01.1991 Repair ‘TWIST LOCK’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘WHEEL SET’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4351 K’
16.02.1991 Repair ‘STEP’.
16.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
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‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Repair ‘TWIST LOCK’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4351 K’
22.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1991 Repair ‘BRAKE BLOCK RB95’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
13.03.1992 Repair ‘BRAKE BLOCK RB95’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
03.04.1992 Repair ‘BRAKE BLOCK RB95’.
03.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4351 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.07.1995 Repair ‘VEHICLE RECLASSIFY’.
11.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4351 K’
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

02.10.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4353

Details: wagon ‘RQKY 4353 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 30.03.1976
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 17.11.1995
Last Brake Cylinder: 15.10.1991
Last Single Car Test: 29.06.1989
Last Lift: 08.05.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 50 NO. ‘AQMX’ (1435 MM GA. BOGIES)
CONTAINER FLAT WAGONS IN ACCORDANCE WITH ME STANDRAD R31.
WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H
OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC‘. AQMX 50 NO. TO BE
SELECTED. (RS4342)’. New class: ‘AQSY’.

02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
25.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
22.12.1989 Repair ‘BRAKE BLOCK RB95’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE BEARERS’.
05.02.1990 Repair ‘SIDE BEARER’.
05.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4353 F’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘STEP’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘WHEEL SET’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

18657



2. TIMS GROUP INFORMATION - WAGONS

31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘WHEEL SET’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.05.1991 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
31.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
31.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
04.08.1991 Repair ‘BRAKE BLOCK RB95’.
04.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQSY 4353 F’
08.09.1991 Repair ‘BRAKE BLOCK RB95’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘WHEEL SET’.
23.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4353 F’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BRAKE PULL ROD’.
15.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE SIDEFRAME’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4353 F’
24.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1992 Repair ‘BRAKE BLOCK RB95’.
24.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.01.1992 Repair ‘COUPLER KNUCKLE’.
24.01.1992 Repair ‘EMPTY LOAD VALVE’.
24.01.1992 Repair ‘GRADE CONTROL VALVE’.
24.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
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16.02.1992 Repair ‘BRAKE BLOCK RB95’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
12.03.1992 Repair ‘BRAKE BLOCK RB95’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
21.04.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Repair ‘HEADSTOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘WHEEL SET’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
12.05.1992 Repair ‘BOGIE WEAR PLATES’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
26.04.1993 Repair ‘TWIST LOCK’.
26.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘WHEEL SET’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4353 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4353 F’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4355

Details: wagon ‘RQKY 4355 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.07.1996
Due Triple Valve: 01.04.1987
Last Triple Valve: 15.03.1990
Last Brake Cylinder: 08.10.1992
Last Single Car Test: 27.07.1993
Cont Connector Type:] P
Cont Max Slots: 3

23.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONTACT
SIDEBEARERS TO 10 NO. ‘AQMX’ (1435 MM GA. BOGIES) CONTAINER FLAT
WAGONS. ‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ AND STENCILLED
FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ASSC’.AMENDED
10/7/89 (RS4315)’. New class: ‘AQSY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Repair ‘VEHICLE RECLASSIFY’.
01.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4355 A’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4355 A’
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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15.03.1990 Repair ‘BOGIE COMPLETE’.
15.03.1990 Repair ‘BRAKE CONTROL PIPE’.
15.03.1990 Repair ‘BRAKE LEVER’.
15.03.1990 Repair ‘BRAKE PIN’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘BRAKE PULL ROD’.
15.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.03.1990 Repair ‘BRANCH PIPE’.
15.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1990 Repair ‘SIDE BEARER’.
15.03.1990 Repair ‘STANCHION’.
15.03.1990 Repair ‘STEP’.
15.03.1990 Repair ‘TOP CENTRE PLATE’.
15.03.1990 Repair ‘TRAIN PIPE (END)’.
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
21.03.1990 Repair ‘BOGIE SPRING’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1990 Repair ‘BRANCH PIPE’.
05.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4355 A’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Repair ‘WHEEL SET’.
17.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘EMPTY LOAD VALVE’.
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17.08.1990 Repair ‘GRADE CONTROL VALVE’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
18.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1990 Repair ‘TWIST LOCK’.
18.09.1990 Repair ‘TWIST LOCK’.
18.09.1990 Repair ‘TWIST LOCK’.
18.09.1990 Repair ‘WHEEL SET’.
18.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
14.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Repair ‘TWIST LOCK’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1992 Repair ‘VEHICLE COMPLETE’.
02.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
02.02.1992 Repair ‘BRAKE BLOCK RB95’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.02.1992 Repair ‘WHEEL SET’.
10.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4355 A’
29.04.1992 Repair ‘TWIST LOCK’.
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29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4355 A’

27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4355 A’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4355 A’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4355 A’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘WHEEL SET’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
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08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1993 Repair ‘BOGIE COMPLETE’.
23.07.1993 Repair ‘BRAKE LEVER’.
23.07.1993 Repair ‘COUPLER COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4355 A’
11.03.1994 Repair ‘STEP’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4355 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4355 A’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.11.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4356

Details: wagon ‘RQKY 4356 C’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.06.1996
Due Triple Valve: 01.09.1989
Last Brake Cylinder: 10.08.1993
Last Single Car Test: 10.08.1993
Last Lift: 30.10.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 16 NO. ‘AQMX’ (RECLASS. ‘AQSY‘)AND 13 NO.
‘AQNY’ CONTAINER FLAT WAGONS. ‘AQNY’ WAGONS TO RETAIN
CLASSIFICATION AND NO.RECLASSIFY BOGIES ‘ASSC’ WAGONS TO BE
STENCILLED FOR 110 KM/H OPERATION ON BOTH SIDES OF WAGON. ‘AQNY’
WAGONS TO BE STENCILLED FOR REFRIGERATED CONTAINER TRAFFIC ON
BOTH SIDES OF WAGON. ‘AQMX’ NO. RANGE AFFECTED 4200-4399 (RS4156)’.

27.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1989 Repair ‘BRAKE ADJUSTING LEVER’.
07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
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07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
10.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
17.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘EMPTY LOAD VALVE’.
19.04.1990 Repair ‘GRADE CONTROL VALVE’.
19.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.04.1990 Repair ‘TWIST LOCK’.
19.04.1990 Repair ‘WHEEL SET’.
19.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1990 Repair ‘BOGIE COMPLETE’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Repair ‘TWIST LOCK’.
02.07.1990 Repair ‘TWIST LOCK’.
02.07.1990 Repair ‘TWIST LOCK’.
02.07.1990 Repair ‘WHEEL SET’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.07.1990 Repair ‘BOGIE FRICTION WEDGE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
30.10.1990 Repair ‘BOGIE BEARINGS’.
30.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4356 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BEARERS’.
20.06.1991 Repair ‘BOGIE COMPLETE’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
10.08.1991 Repair ‘TWIST LOCK’.
10.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘COUPLER KNUCKLE’.
24.03.1992 Repair ‘STRIKING CASTING’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
12.04.1992 Repair ‘TWIST LOCK’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘COUPLER COMPLETE’.
30.05.1992 Repair ‘EMPTY LOAD VALVE’.
30.05.1992 Repair ‘GRADE CONTROL VALVE’.
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4356 J’
23.01.1993 Repair ‘BRANCH PIPE’.
23.01.1993 Repair ‘TRAIN PIPE’.
23.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

18668



2.709. Wagon classification starting with ‘RQK’

‘AQSY 4356 J’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘BRAKE PULL ROD’.
29.01.1993 Repair ‘HOSE FITTINGS’.
29.01.1993 Repair ‘TRAIN PIPE’.
29.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4356 J’
22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
17.05.1993 Repair ‘TWIST LOCK’.
17.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE BEARERS’.
09.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘BRAKE LEVER’.
09.08.1993 Repair ‘BRAKE PULL ROD’.
09.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
09.08.1993 Repair ‘HANDRAILS END’.
09.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1993 Repair ‘STEP’.
09.08.1993 Repair ‘TRAIN PIPE’.
09.08.1993 Repair ‘TWIST LOCK’.
09.08.1993 Repair ‘VEHICLE COMPLETE’.
09.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4356 J’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘WHEEL SET’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4356 J’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
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16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4356 J’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4356 J’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4358

Details: wagon ‘RQKY 4358 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 07.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.02.1996
Due Triple Valve: 01.06.1996
Last Triple Valve: 05.09.1992
Last Brake Cylinder: 19.02.1991
Last Single Car Test: 29.01.1993
Last Lift: 25.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
19.07.1989 Repair ‘BOGIE SPRING’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘EMPTY LOAD VALVE’.
05.09.1989 Repair ‘GRADE CONTROL VALVE’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
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17.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
25.10.1989 Repair ‘BOGIE SPRING’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
27.10.1989 Repair ‘BOGIE SPRING’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
26.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
06.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘VEHICLE COMPLETE’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
08.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘BOGIE SPRING’.
08.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
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30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘BOGIE COMPLETE’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1990 Repair ‘STEP’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
17.07.1990 Repair ‘BOGIE SPRING’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘VEHICLE COMPLETE’.
14.08.1990 Repair ‘VEHICLE COMPLETE’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
15.08.1990 Repair ‘BRAKE BLOCK RB95’.
15.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

27.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
20.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
15.02.1991 Repair ‘TWIST LOCK’.
15.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.02.1991 Repair ‘COUPLER KNUCKLE’.
19.02.1991 Repair ‘EMPTY LOAD VALVE’.
19.02.1991 Repair ‘GRADE CONTROL VALVE’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘TWIST LOCK’.
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19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Repair ‘TWIST LOCK’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1991 Repair ‘VEHICLE COMPLETE’.
01.10.1991 Repair ‘VEHICLE STENCILS’.
01.10.1991 Repair ‘WHEEL SET’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
13.10.1991 Repair ‘BRAKE BLOCK RB95’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
26.11.1991 Repair ‘BOGIE SPRING’.
26.11.1991 Repair ‘BOGIE SPRING’.
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
26.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.04.1992 Repair ‘BOGIE SIDEFRAME’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
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15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
05.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.09.1992 Repair ‘COUPLER KNUCKLE’.
05.09.1992 Repair ‘EMPTY LOAD VALVE’.
05.09.1992 Repair ‘GRADE CONTROL VALVE’.
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Repair ‘WHEEL SET’.
05.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Repair ‘VEHICLE COMPLETE’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BEARERS’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BOGIE COMPLETE’.
25.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
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25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
03.09.1993 Repair ‘BOGIE SIDEFRAME’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4358 E’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘COUPLER KNUCKLE’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4358 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQSY 4358 E’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.02.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4360

Details: wagon ‘RQKY 4360 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 08.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 21.06.1996
Last Brake Cylinder: 21.01.1991
Last Single Car Test: 12.03.1992
Last Lift: 12.07.1985
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

23.07.1989 Repair ‘HANDRAILS END’.
23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4360 J’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB101’.
10.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4360 J’
30.08.1989 Repair ‘TWIST LOCK’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
14.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘HANDRAILS END’.
20.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
16.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
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11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘EMPTY LOAD VALVE’.
11.04.1990 Repair ‘GRADE CONTROL VALVE’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘TWIST LOCK’.
11.04.1990 Repair ‘WHEEL SET’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE ADAPTER’.
24.04.1990 Repair ‘END BRAKE COCK’.
24.04.1990 Repair ‘WHEEL SET’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4360 J’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1990 Repair ‘END BRAKE COCK’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4360 J’
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
05.08.1990 Repair ‘BRAKE BLOCK RB95’.
05.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘COUPLER KNUCKLE’.
31.10.1990 Repair ‘EMPTY LOAD VALVE’.
31.10.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘TWIST LOCK’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
03.12.1990 Repair ‘HANDRAILS’.
03.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
11.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
11.12.1990 Repair ‘HANDRAILS’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
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21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘TWIST LOCK’.
06.02.1991 Repair ‘TWIST LOCK’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BRAKE BLOCK RB95’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
26.03.1991 Repair ‘EMPTY LOAD VALVE’.
26.03.1991 Repair ‘GRADE CONTROL VALVE’.
26.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Repair ‘TWIST LOCK’.
26.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
12.08.1991 Repair ‘TWIST LOCK’.
12.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘BRAKE BLOCK RB95’.
10.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
10.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
02.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
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06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4360 J’

29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARERS’.
11.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘DOOR COMPLETE’.
11.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4360 J’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘EMPTY LOAD VALVE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘WHEEL SET’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE COMPLETE’.
09.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4360 J’
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘BOGIE WEAR PLATES’.
04.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.12.1992 Repair ‘COUPLER COMPLETE’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘EMPTY LOAD VALVE’.
12.03.1993 Repair ‘GRADE CONTROL VALVE’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘TWIST LOCK’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
09.10.1993 Repair ‘BOGIE FRICTION WEDGE’.
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09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4360 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4360 J’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.02.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4363

Details: wagon ‘RQKY 4363 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 26.10.1996
Last Brake Cylinder: 27.04.1992
Last Lift: 06.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
12.11.1989 Repair ‘HANDRAILS END’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4363 N’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘WHEEL SET’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1990 Repair ‘STANCHION’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘EMPTY LOAD VALVE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘WHEEL SET’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
07.07.1990 Repair ‘END HOSE’.
07.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
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19.11.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘GRADE CONTROL VALVE’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Repair ‘TWIST LOCK’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
29.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4363 N’
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
09.04.1992 Repair ‘HANDRAILS’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Repair ‘WHEEL SET’.
27.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
18.06.1992 Repair ‘TWIST LOCK’.
18.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BRAKE CONTROL PIPE’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘COUPLER KNUCKLE’.
01.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.09.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
09.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1992 Repair ‘BRAKE LEVER’.
09.10.1992 Repair ‘WHEEL SET’.
09.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4363 N’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
26.04.1993 Repair ‘TWIST LOCK’.
26.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
05.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1993 Repair ‘COUPLER KNUCKLE’.
05.06.1993 Repair ‘EMPTY LOAD VALVE’.
05.06.1993 Repair ‘GRADE CONTROL VALVE’.
05.06.1993 Repair ‘SHUNT PAD’.
05.06.1993 Repair ‘TWIST LOCK’.
05.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BOLSTER’.
03.08.1993 Repair ‘BRAKE BLOCK RB95’.
03.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
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03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1993 Repair ‘HANDRAILS END’.
13.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
28.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘BRAKE BLOCK RB95’.
26.10.1993 Repair ‘VEHICLE COMPLETE’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4363 N’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE SIDEFRAME’.
14.01.1994 Repair ‘COUPLER KNUCKLE’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘WHEEL SET’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4363 N’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4363 N’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
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22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.10.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4366

Details: wagon ‘RQKY 4366 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 22.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 09.08.1996
Due Triple Valve: 01.05.1988
Last Triple Valve: 01.03.1991
Last Brake Cylinder: 18.05.1988
Last Single Car Test: 12.10.1993
Last Lift: 07.06.1985
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

03.07.1989 Repair ‘HANDRAILS END’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4366 R’
22.07.1989 Repair ‘TWIST LOCK’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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31.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘COUPLER KNUCKLE’.
31.08.1989 Repair ‘EMPTY LOAD VALVE’.
31.08.1989 Repair ‘GRADE CONTROL VALVE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘STEP’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘TWIST LOCK’.
20.09.1989 Repair ‘WHEEL SET’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘WHEEL SET’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
03.12.1989 Repair ‘HANDRAILS END’.
03.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4366 R’
16.01.1990 Repair ‘TWIST LOCK’.
16.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BEARERS’.
14.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.10.1990 Repair ‘BOGIE BEARINGS’.
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06.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4366 R’

23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4366 R’
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Repair ‘TWIST LOCK’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BRAKE BLOCK RB95’.
13.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘EMPTY LOAD VALVE’.
13.11.1990 Repair ‘GRADE CONTROL VALVE’.
13.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
24.11.1990 Repair ‘BRAKE BLOCK RB95’.
24.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
24.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.12.1990 Repair ‘BOGIE BEARERS’.
24.12.1990 Repair ‘SIDE BEARER’.
24.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4366 R’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.02.1991 Repair ‘BRAKE PULL ROD’.
01.02.1991 Repair ‘BRANCH PIPE’.
01.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
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01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BRANCH PIPE’.
01.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.03.1991 Repair ‘GRADE CONTROL VALVE’.
01.03.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
01.03.1991 Repair ‘TRAIN PIPE (END)’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Repair ‘VEHICLE COMPLETE’.
01.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Repair ‘TWIST LOCK’.
18.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BRANCH PIPE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1991 Repair ‘BRAKE LEVER’.
30.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Repair ‘TWIST LOCK’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
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12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
23.12.1991 Repair ‘STEP’.
23.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE BLOCK RB95’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘WHEEL SET’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘COUPLER KNUCKLE’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.
06.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4366 R’
29.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.12.1993 Repair ‘BOGIE COMPLETE’.
29.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.12.1993 Repair ‘TWIST LOCK’.
29.12.1993 Repair ‘TWIST LOCK’.
29.12.1993 Repair ‘TWIST LOCK’.
29.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4366 R’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4366 R’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
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04.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4368

Details: wagon ‘RQKY 4368 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 29.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 28.07.1996
Due Triple Valve: 16.08.1990
Last Triple Valve: 14.12.1991
Last Brake Cylinder: 21.05.1991
Last Single Car Test: 19.10.1993
Last Lift: 14.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
24.08.1989 Repair ‘HANDRAILS END’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4368 M’
30.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘EMPTY LOAD VALVE’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘RELAY VALVE’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
06.12.1989 Repair ‘HANDRAILS END’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4368 M’
15.12.1989 Repair ‘HANDRAILS END’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4368 M’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
14.02.1990 Repair ‘TWIST LOCK’.
14.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1990 Repair ‘TRAIN PIPE (END)’.
22.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 4368 M’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.03.1990 Repair ‘COUPLER KNUCKLE’.
21.03.1990 Repair ‘EMPTY LOAD VALVE’.
21.03.1990 Repair ‘GRADE CONTROL VALVE’.
21.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1990 Repair ‘WHEEL SET’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
26.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Repair ‘COUPLER KNUCKLE’.
26.06.1990 Repair ‘EMPTY LOAD VALVE’.
26.06.1990 Repair ‘GRADE CONTROL VALVE’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Repair ‘TWIST LOCK’.
26.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
29.06.1990 Repair ‘END HOSE’.
29.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4368 M’
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Repair ‘VEHICLE COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4368 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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24.09.1990 Repair ‘BRAKE PULL ROD’.
24.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1990 Repair ‘BRANCH PIPE’.
24.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
24.09.1990 Repair ‘WHEEL SET’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
13.03.1991 Repair ‘BRAKE LEVER’.
13.03.1991 Repair ‘BRAKE PULL ROD’.
13.03.1991 Repair ‘CARD OR CLIP HOLDER’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1991 Repair ‘STANCHION’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘YOKE COMPLETE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

04.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.05.1991 Repair ‘COUPLER KNUCKLE’.
04.05.1991 Repair ‘STEP’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
09.05.1991 Repair ‘RELAY VALVE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
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21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Repair ‘RELAY VALVE’.
21.05.1991 Repair ‘VEHICLE COMPLETE’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
22.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1991 Repair ‘CARD OR CLIP HOLDER’.
14.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1991 Repair ‘TRAIN PIPE (END)’.
14.12.1991 Repair ‘TRAIN PIPE (END)’.
14.12.1991 Repair ‘TWIST LOCK’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
22.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1991 Repair ‘BRAKE BLOCK RB95’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Repair ‘WHEEL SET’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Repair ‘TWIST LOCK’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘HOSE FITTINGS’.
20.05.1992 Repair ‘WEAR PLATES & SADDLES’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4368 M’
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03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘HANDRAILS END’.
03.06.1992 Repair ‘STEP’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘GRADE CONTROL VALVE’.
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
12.01.1993 Repair ‘VEHICLE COMPLETE’.
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4368 M’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1993 Repair ‘BOGIE COMPLETE’.
18.08.1993 Repair ‘BOGIE FRICTION WEDGE’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘GRADE CONTROL VALVE’.
18.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘WEAR PLATES & SADDLES’.
27.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4368 M’
08.10.1993 Repair ‘STEP’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘STEP’.
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19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQSY 4368 M’

08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘WHEEL SET’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘COUPLER KNUCKLE’.
30.11.1993 Repair ‘EMPTY LOAD VALVE’.
30.11.1993 Repair ‘GRADE CONTROL VALVE’.
30.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
31.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BRAKE BLOCK RB95’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HAND RELEASE (AIR)’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
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08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4368 M’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4368 M’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4371

Details: wagon ‘RQKY 4371 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 30.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.01.1996
Last Triple Valve: 12.10.1991
Last Brake Cylinder: 16.02.1993
Last Single Car Test: 26.07.1988
Last Lift: 25.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
06.09.1989 Repair ‘TWIST LOCK’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Repair ‘HANDRAILS END’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4371 D’
09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4371 D’
02.02.1990 Repair ‘TWIST LOCK’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
24.02.1990 Repair ‘TWIST LOCK’.
24.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘BOGIE BEARINGS’.
03.08.1990 Repair ‘BRAKE BLOCK RB95’.
03.08.1990 Repair ‘TWIST LOCK’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
12.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
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19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
29.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘BRAKE BLOCK RB95’.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘WHEEL SET’.
06.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE COMPLETE’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1990 Repair ‘TWIST LOCK’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BOGIE COMPLETE’.
19.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
02.01.1991 Repair ‘HANDRAILS END’.
02.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘TWIST LOCK’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
25.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1991 Repair ‘COUPLER KNUCKLE’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Repair ‘VEHICLE COMPLETE’.
25.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.
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27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
12.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.10.1991 Repair ‘VEHICLE COMPLETE’.
12.10.1991 Repair ‘VEHICLE COMPLETE’.
12.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
08.11.1991 Repair ‘TWIST LOCK’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘EMPTY LOAD VALVE’.
21.02.1992 Repair ‘GRADE CONTROL VALVE’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘BRAKE BLOCK RB95’.
06.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1992 Repair ‘COUPLER KNUCKLE’.
06.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.04.1992 Repair ‘GRADE CONTROL VALVE’.
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06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4371 D’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE BLOCK RB95’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘BRAKE BLOCK RB95’.
15.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.06.1992 Repair ‘COUPLER KNUCKLE’.
15.06.1992 Repair ‘STANCHION’.
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
04.12.1992 Repair ‘TWIST LOCK’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
25.01.1993 Repair ‘TWIST LOCK’.
25.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
16.02.1993 Repair ‘GRADE CONTROL VALVE’.
16.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1993 Repair ‘STANCHION’.
16.02.1993 Repair ‘STANCHION’.
16.02.1993 Repair ‘STANCHION’.
16.02.1993 Repair ‘WHEEL SET’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4371 D’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BOLSTER’.
12.10.1993 Repair ‘BOGIE COMPLETE’.
12.10.1993 Repair ‘BOGIE SPRING’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
14.03.1994 Repair ‘TWIST LOCK’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4371 D’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4371 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4371 D’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4371 D’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
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,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4374

Details: wagon ‘RQKY 4374 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 26.08.1996
Due Triple Valve: 06.01.1997
Last Brake Cylinder: 11.08.1992
Last Single Car Test: 23.11.1992
Last Lift: 01.12.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4374 H’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
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03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
03.01.1990 Repair ‘BRAKE LEVER’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
01.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘EMPTY LOAD VALVE’.
15.06.1990 Repair ‘GRADE CONTROL VALVE’.
15.06.1990 Repair ‘TWIST LOCK’.
15.06.1990 Repair ‘WHEEL SET’.
15.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘TWIST LOCK’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘WHEEL SET’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘WHEEL SET’.
12.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4374 H’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘COUPLER KNUCKLE’.
19.07.1991 Repair ‘COUPLER KNUCKLE’.
19.07.1991 Repair ‘EMPTY LOAD VALVE’.
19.07.1991 Repair ‘GRADE CONTROL VALVE’.
19.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Repair ‘TWIST LOCK’.
19.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
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17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
10.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
15.09.1991 Repair ‘BRAKE BLOCK RB95’.
15.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
07.10.1991 Repair ‘TWIST LOCK’.
07.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
23.10.1991 Repair ‘TWIST LOCK’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
22.11.1991 Repair ‘HANDRAILS’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BRAKE BLOCK RB95’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
11.02.1992 Repair ‘GRADE CONTROL VALVE’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
15.06.1992 Repair ‘TWIST LOCK’.
15.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
27.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE BLOCK RB95’.
11.08.1992 Repair ‘HANDRAILS END’.
11.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
15.09.1992 Repair ‘TWIST LOCK’.
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15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4374 H’

19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB101’.
19.10.1992 Repair ‘TRAIN PIPE’.
19.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
16.11.1992 Repair ‘BOGIE BEARINGS’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘HANDRAILS’.
19.11.1992 Repair ‘HANDRAILS END’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4374 H’
27.02.1993 Repair ‘TWIST LOCK’.
27.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
06.03.1993 Repair ‘TWIST LOCK’.
06.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘STEP’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1993 Repair ‘BRAKE BLOCK RB95’.
05.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1993 Repair ‘TRAIN PIPE (END)’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘AXLEBOX’.
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12.08.1993 Repair ‘TRAIN PIPE (END)’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.12.1993 Repair ‘BOGIE COMPLETE’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.12.1993 Repair ‘WHEEL SET’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4374 H’
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4374 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4374 H’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4374 H’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.02.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4377

Details: wagon ‘RQKY 4377 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.04.1996
Last Brake Cylinder: 09.11.1993
Last Single Car Test: 04.05.1992
Last Lift: 29.10.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
04.12.1989 Repair ‘HANDRAILS END’.
04.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4377 L’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘BOGIE FRICTION WEDGE’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
14.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1989 Repair ‘COUPLER KNUCKLE’.
14.12.1989 Repair ‘EMPTY LOAD VALVE’.
14.12.1989 Repair ‘GRADE CONTROL VALVE’.
14.12.1989 Repair ‘SHUNT PAD’.
14.12.1989 Repair ‘SHUNT PAD’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘WHEEL SET’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COUPLER KNUCKLE’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Repair ‘TWIST LOCK’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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05.03.1990 Repair ‘COUPLER KNUCKLE’.
05.03.1990 Repair ‘EMPTY LOAD VALVE’.
05.03.1990 Repair ‘GRADE CONTROL VALVE’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘WHEEL SET’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.09.1990 Repair ‘BRAKE BLOCK RB95’.
12.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
29.09.1990 Repair ‘BRAKE BLOCK RB95’.
29.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
04.10.1990 Repair ‘BOGIE BEARINGS’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
03.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Repair ‘EMPTY LOAD VALVE’.
24.11.1990 Repair ‘GRADE CONTROL VALVE’.
24.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Repair ‘TWIST LOCK’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
24.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.04.1991 Repair ‘TWIST LOCK’.
18.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4377 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRAKE BLOCK RB95’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘BRAKE PULL ROD’.
05.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4377 L’
05.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4377 L’
15.06.1991 Repair ‘BRAKE BLOCK RB95’.
15.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.06.1991 Repair ‘COUPLER KNUCKLE’.
15.06.1991 Repair ‘EMPTY LOAD VALVE’.
15.06.1991 Repair ‘GRADE CONTROL VALVE’.
15.06.1991 Repair ‘TWIST LOCK’.
15.06.1991 Repair ‘TWIST LOCK’.
15.06.1991 Repair ‘TWIST LOCK’.
15.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
26.06.1991 Repair ‘TWIST LOCK’.
26.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘TRAIN PIPE (END)’.
28.08.1991 Repair ‘WHEEL SET’.
28.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4377 L’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘EMPTY LOAD VALVE’.
04.10.1991 Repair ‘GRADE CONTROL VALVE’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘TWIST LOCK’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
11.11.1991 Repair ‘COUPLER COMPLETE’.
11.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4377 L’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘COUPLER KNUCKLE’.
18.11.1991 Repair ‘EMPTY LOAD VALVE’.
18.11.1991 Repair ‘GRADE CONTROL VALVE’.
18.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.12.1991 Repair ‘BRAKE PULL ROD’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.12.1991 Repair ‘WHEEL SET’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4377 L’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BOGIE BEARERS’.
22.04.1992 Repair ‘BRAKE BLOCK RB95’.
22.04.1992 Repair ‘BRAKE PULL ROD’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘WHEEL SET’.
22.04.1992 Repair ‘YOKE CARRIER’.
22.04.1992 Repair ‘YOKE PIN’.
22.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4377 L’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘TWIST LOCK’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4377 L’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
14.10.1992 Repair ‘BRAKE LEVER’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
08.12.1992 Repair ‘TWIST LOCK’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
31.07.1993 Repair ‘SIDE STEP’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Repair ‘BRAKE LEVER’.
09.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4377 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4377 L’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
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18.04.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4380

Details: wagon ‘RQKY 4380 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.10.1995
Last Brake Cylinder: 16.08.1993
Last Single Car Test: 14.03.1994
Last Lift: 02.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE BLOCK RB95’.
05.07.1989 Repair ‘COUPLER KNUCKLE’.
05.07.1989 Repair ‘EMPTY LOAD VALVE’.
05.07.1989 Repair ‘GRADE CONTROL VALVE’.
05.07.1989 Repair ‘HANDRAILS END’.
05.07.1989 Repair ‘WHEEL SET’.
05.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
16.07.1989 Repair ‘HANDRAILS END’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4380 C’
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
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15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4380 C’

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1989 Repair ‘EMPTY LOAD VALVE’.
26.08.1989 Repair ‘GRADE CONTROL VALVE’.
26.08.1989 Repair ‘HANDRAILS END’.
26.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.08.1989 Repair ‘TWIST LOCK’.
26.08.1989 Repair ‘TWIST LOCK’.
26.08.1989 Repair ‘TWIST LOCK’.
26.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘EMPTY LOAD VALVE’.
13.10.1989 Repair ‘END BRAKE COCK’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘WHEEL SET’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
04.11.1989 Repair ‘HANDRAILS END’.
04.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
22.11.1989 Repair ‘HANDRAILS’.
22.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Repair ‘SIDE BEARER’.
21.12.1989 Repair ‘SIDE STEP’.
21.12.1989 Repair ‘TOP CENTRE PLATE’.
21.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4380 C’
27.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1990 Repair ‘BRAKE BLOCK RB95’.
27.01.1990 Repair ‘COUPLER KNUCKLE’.
27.01.1990 Repair ‘EMPTY LOAD VALVE’.
27.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.01.1990 Repair ‘TWIST LOCK’.
27.01.1990 Repair ‘TWIST LOCK’.
27.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘TWIST LOCK’.
01.05.1990 Repair ‘WHEEL SET’.
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01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
26.07.1990 Repair ‘TWIST LOCK’.
26.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Repair ‘EMPTY LOAD VALVE’.
31.07.1990 Repair ‘GRADE CONTROL VALVE’.
31.07.1990 Repair ‘TWIST LOCK’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BOGIE BEARINGS’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘EMPTY LOAD VALVE’.
06.09.1990 Repair ‘GRADE CONTROL VALVE’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BRAKE BLOCK RB95’.
13.12.1990 Repair ‘TWIST LOCK’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
02.02.1991 Repair ‘TWIST LOCK’.
02.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
12.08.1991 Repair ‘BRAKE BLOCK RB95’.
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12.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4380 C’

13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
17.03.1992 Repair ‘HANDRAILS’.
17.03.1992 Repair ‘SIDE STEP’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4380 C’
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
11.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.04.1992 Repair ‘BRAKE BLOCK RB95’.
11.04.1992 Repair ‘BRAKE PULL ROD’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘COUPLER KNUCKLE’.
11.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.04.1992 Repair ‘EMPTY LOAD VALVE’.
11.04.1992 Repair ‘GRADE CONTROL VALVE’.
11.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1992 Repair ‘WHEEL SET’.
11.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
28.03.1993 Repair ‘TWIST LOCK’.
28.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRANCH PIPE’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1993 Repair ‘RELAY VALVE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
23.08.1993 Repair ‘TWIST LOCK’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
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09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘BOGIE COMPLETE’.
09.10.1993 Repair ‘BRAKE PULL ROD’.
09.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.10.1993 Repair ‘COUPLER KNUCKLE’.
09.10.1993 Repair ‘EMPTY LOAD VALVE’.
09.10.1993 Repair ‘GRADE CONTROL VALVE’.
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Repair ‘WHEEL SET’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Repair ‘WHEEL SET’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4380 C’
14.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1994 Repair ‘BRAKE BLOCK RB95’.
14.03.1994 Repair ‘BRAKE CONTROL PIPE’.
14.03.1994 Repair ‘COUPLER KNUCKLE’.
14.03.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1994 Repair ‘WHEEL SET’.
14.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4380 C’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4380 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4380 C’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4380 C’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4380 C’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
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18.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.10.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4381

Details: wagon ‘RQKY 4381 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FBQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.07.1996
Due Triple Valve: 01.07.1996
Last Triple Valve: 14.09.1993
Last Brake Cylinder: 13.08.1991
Last Single Car Test: 10.12.1992
Last Lift: 10.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
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RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE BEARINGS’.
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Repair ‘BRAKE PIN’.
17.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1989 Repair ‘COUPLER KNUCKLE’.
17.10.1989 Repair ‘EMPTY LOAD VALVE’.
17.10.1989 Repair ‘GRADE CONTROL VALVE’.
17.10.1989 Repair ‘TWIST LOCK’.
17.10.1989 Repair ‘TWIST LOCK’.
17.10.1989 Repair ‘TWIST LOCK’.
17.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘WHEEL SET’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
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30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4381 L’

10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
21.12.1989 Repair ‘BOGIE SPRING’.
21.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.01.1990 Repair ‘COUPLER KNUCKLE’.
03.01.1990 Repair ‘EMPTY LOAD VALVE’.
03.01.1990 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘TWIST LOCK’.
03.01.1990 Repair ‘WHEEL SET’.
03.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
05.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
27.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
14.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

12.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
27.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
06.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4381 L’

18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
16.03.1991 Repair ‘COUPLER KNUCKLE’.
16.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

19.04.1991 Repair ‘BOGIE SPRING’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
07.05.1991 Repair ‘BOGIE SPRING’.
07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
17.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
20.06.1991 Repair ‘TWIST LOCK’.
20.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE ADAPTER’.
13.08.1991 Repair ‘BOGIE BOLSTER’.
13.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
13.08.1991 Repair ‘BOGIE SIDEFRAME’.
13.08.1991 Repair ‘BOGIE SPRING’.
13.08.1991 Repair ‘BOGIE WEAR PLATES’.
13.08.1991 Repair ‘BRAKE LEVER’.
13.08.1991 Repair ‘BRAKE PULL ROD’.
13.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Repair ‘WHEEL SET’.
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13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.10.1991 Repair ‘YOKE PIN’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQSY 4381 L’
10.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘BOGIE FRICTION WEDGE’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘STRIKING CASTING’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BRAKE LEVER’.
28.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Repair ‘WHEEL SET’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
15.04.1992 Repair ‘BOGIE SPRING’.
15.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
25.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘BOGIE BOLSTER’.
13.06.1992 Repair ‘COUPLER COMPLETE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
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13.06.1992 Repair ‘END BRAKE COCK’.
13.06.1992 Repair ‘STRIKING CASTING’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BOLSTER’.
06.08.1992 Repair ‘BOGIE SIDEFRAME’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘TRAIN PIPE (END)’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘VEHICLE STENCILS’.
10.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4381 L’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘EMPTY LOAD VALVE’.
14.04.1993 Repair ‘GRADE CONTROL VALVE’.
14.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1993 Repair ‘WHEEL SET’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
08.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1993 Repair ‘BOGIE SPRING’.
08.05.1993 Repair ‘VEHICLE COMPLETE’.
08.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
28.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4381 L’

14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘WHEEL SET’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
03.11.1993 Repair ‘BRAKE PIN’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
23.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
31.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
31.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
15.01.1994 Repair ‘STRIKING CASTING’.
15.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘COUPLER KNUCKLE’.
28.01.1994 Repair ‘STRIKING CASTING’.
28.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4381 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4381 L’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.
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(RS4902)’. New class: ‘RQMF’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.07.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4384

Details: wagon ‘RQKY 4384 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 28.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 28.08.1996
Due Triple Valve: 01.03.1996
Last Triple Valve: 19.11.1991
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 01.09.1985
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

15.03.1989 Alteration complete ‘REMOVE AND STORE ‘MINER’ TCC-50 CONSTANT
CONTACT SIDEBEARERS AND ‘MINER’ R-SB POCKET INSERTS FROM AQSY
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4384 CONTAINER WAGON. FIT ‘STUCKI’ RB 14 CONSTANT CONTACT
SIDEBEARERS IN PLACE OF ‘MINER‘. AQSY 4384. (RS4395)’.

22.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BEARERS’.
11.10.1989 Repair ‘BOGIE SPRING’.
11.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘EMPTY LOAD VALVE’.
11.10.1989 Repair ‘GRADE CONTROL VALVE’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
20.11.1989 Repair ‘HANDRAILS END’.
20.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4384 P’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘WHEEL SET’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BRAKE BLOCK RB101’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘WHEEL SET’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘WHEEL SET’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4384 P’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘WHEEL SET’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘HANDRAILS END’.
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26.07.1990 Repair ‘STEP’.
26.07.1990 Repair ‘TWIST LOCK’.
26.07.1990 Repair ‘TWIST LOCK’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Repair ‘VEHICLE COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
30.10.1990 Repair ‘BOGIE BEARINGS’.
30.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
29.03.1991 Repair ‘BRAKE BLOCK RB95’.
29.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BRAKE BLOCK RB95’.
13.06.1991 Repair ‘BRAKE BLOCK RB95’.
13.06.1991 Repair ‘BRANCH PIPE’.
13.06.1991 Repair ‘BRANCH PIPE’.
13.06.1991 Repair ‘GRADE CONTROL VALVE’.
13.06.1991 Repair ‘GRADE CONTROL VALVE’.
13.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4384 P’
13.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4384 P’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.09.1991 Repair ‘BOGIE COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘GRADE CONTROL VALVE’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Repair ‘TWIST LOCK’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
21.10.1991 Repair ‘BRAKE PULL ROD’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1991 Repair ‘WHEEL SET’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1991 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Repair ‘VEHICLE COMPLETE’.
19.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
21.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘STRIKING CASTING’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE COMPLETE’.
21.05.1992 Repair ‘BRAKE PULL ROD’.
21.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQSY 4384 P’
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BRAKE PULL ROD’.
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4384 P’
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BRAKE BLOCK RB95’.
14.09.1992 Repair ‘BRAKE PULL ROD’.
14.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4384 P’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘VEHICLE COMPLETE’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
26.01.1993 Repair ‘STEP’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
11.06.1993 Repair ‘TWIST LOCK’.
11.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
29.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4384 P’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BRAKE BLOCK RB95’.
11.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1993 Repair ‘VEHICLE STENCILS’.
11.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQSY 4384 P’
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23.10.1993 Repair ‘HANDRAILS’.
23.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4384 P’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Repair ‘WHEEL SET’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4384 P’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4384 P’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4391

Details: wagon ‘RQKY 4391 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CH
Return to Service Date: 17.06.1996
Last Triple Valve: 09.12.1992
Last Brake Cylinder: 29.05.1991
Last Single Car Test: 08.11.1993
Last Lift: 09.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘WHEEL SET’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
18.11.1989 Repair ‘COUPLER KNUCKLE’.
18.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4391 T’
07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BRAKE BLOCK RB95’.
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07.12.1989 Repair ‘COUPLER KNUCKLE’.
07.12.1989 Repair ‘EMPTY LOAD VALVE’.
07.12.1989 Repair ‘GRADE CONTROL VALVE’.
07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Repair ‘TWIST LOCK’.
07.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Repair ‘TWIST LOCK’.
01.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
05.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
28.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1990 Repair ‘STEP’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Repair ‘VEHICLE COMPLETE’.
01.08.1990 Repair ‘WHEEL SET’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
28.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
10.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
25.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1991 Repair ‘COUPLER KNUCKLE’.
25.02.1991 Repair ‘EMPTY LOAD VALVE’.
25.02.1991 Repair ‘GRADE CONTROL VALVE’.
25.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1991 Repair ‘STEP’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
06.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1991 Repair ‘COUPLER KNUCKLE’.
06.04.1991 Repair ‘EMPTY LOAD VALVE’.
06.04.1991 Repair ‘GRADE CONTROL VALVE’.
06.04.1991 Repair ‘TWIST LOCK’.
06.04.1991 Repair ‘WHEEL SET’.
06.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
14.04.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1991 Repair ‘BRAKE LEVER’.
29.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘EMPTY LOAD VALVE’.
29.05.1991 Repair ‘GRADE CONTROL VALVE’.
29.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘WHEEL SET’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
17.08.1991 Repair ‘TWIST LOCK’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘COUPLER COMPLETE’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
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20.09.1991 Repair ‘TWIST LOCK’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘WHEEL SET’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1992 Repair ‘BRAKE LEVER’.
25.11.1992 Repair ‘BRAKE PULL ROD’.
25.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1992 Repair ‘TOP CENTRE PLATE’.
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4391 T’
07.12.1992 Repair ‘STEP’.
07.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
21.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
21.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1993 Repair ‘BOGIE COMPLETE’.
21.08.1993 Repair ‘BRAKE BLOCK RB95’.
21.08.1993 Repair ‘COUPLER KNUCKLE’.
21.08.1993 Repair ‘TWIST LOCK’.
21.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRANCH PIPE’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4391 T’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘EMPTY LOAD VALVE’.
08.11.1993 Repair ‘GRADE CONTROL VALVE’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
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08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
10.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘END HOSE’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4391 T’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BRAKE BLOCK RB95’.
11.02.1994 Repair ‘BRAKE FULCRUM BRACKET’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘END BRAKE COCK’.
11.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4391 T’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4391 T’
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4391 T’
03.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
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13.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4394

Details: wagon ‘RQKY 4394 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN CH AD
Return to Service Date: 01.01.1996
Last Brake Cylinder: 07.12.1993
Last Single Car Test: 07.12.1993
Last Lift: 29.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

01.09.1989 Repair ‘STEP’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4394 A’
14.10.1989 Repair ‘STEP’.
14.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4394 A’
23.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.10.1989 Repair ‘EMPTY LOAD VALVE’.
23.10.1989 Repair ‘GRADE CONTROL VALVE’.
23.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1989 Repair ‘STEP’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Repair ‘TWIST LOCK’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
02.12.1989 Repair ‘STEP’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BRAKE BLOCK RB95’.
18.01.1990 Repair ‘BRANCH PIPE’.
18.01.1990 Repair ‘COUPLER KNUCKLE’.
18.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.01.1990 Repair ‘GRADE CONTROL VALVE’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Repair ‘TWIST LOCK’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1990 Repair ‘COUPLER COMPLETE’.
03.05.1990 Repair ‘EMPTY LOAD VALVE’.
03.05.1990 Repair ‘GRADE CONTROL VALVE’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1990 Repair ‘EMPTY LOAD VALVE’.
01.06.1990 Repair ‘GRADE CONTROL VALVE’.
01.06.1990 Repair ‘STEP’.
01.06.1990 Repair ‘TWIST LOCK’.
01.06.1990 Repair ‘WHEEL SET’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.06.1990 Repair ‘BRAKE LEVER’.
06.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.06.1990 Repair ‘COUPLER KNUCKLE’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘GRADE CONTROL VALVE’.
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06.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1990 Repair ‘TOP CENTRE PLATE’.
06.06.1990 Repair ‘TWIST LOCK’.
06.06.1990 Repair ‘TWIST LOCK’.
06.06.1990 Repair ‘TWIST LOCK’.
06.06.1990 Repair ‘WHEEL SET’.
06.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
08.10.1990 Repair ‘HANDRAILS END’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
30.11.1990 Repair ‘HANDRAILS’.
30.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4394 A’
09.01.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘TOP CENTRE PLATE’.
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘END HOSE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Repair ‘TWIST LOCK’.
07.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘EMPTY LOAD VALVE’.
05.07.1991 Repair ‘GRADE CONTROL VALVE’.
05.07.1991 Repair ‘WHEEL SET’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
19.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.
25.07.1991 Repair ‘WHEEL SET’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘TWIST LOCK’.
27.08.1991 Repair ‘WHEEL SET’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
04.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘HANDRAILS END’.
26.09.1991 Repair ‘STEP’.
26.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘WHEEL SET’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
27.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
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16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.11.1991 Repair ‘WHEEL SET’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘TOP CENTRE PLATE’.
12.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
22.12.1991 Repair ‘TWIST LOCK’.
22.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
19.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1992 Repair ‘BOGIE COMPLETE’.
21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘TWIST LOCK’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘TWIST LOCK’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
24.09.1992 Repair ‘BOGIE COMPLETE’.
24.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4394 A’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE COMPLETE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘BRAKE LEVER’.
07.10.1992 Repair ‘COUPLER COMPLETE’.
07.10.1992 Repair ‘DOOR LOCK MECHANISM’.
07.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4394 A’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘EMPTY LOAD VALVE’.
10.11.1992 Repair ‘END BRAKE COCK’.
10.11.1992 Repair ‘GRADE CONTROL VALVE’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Repair ‘TWIST LOCK’.
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10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
25.11.1992 Repair ‘HANDRAILS END’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BOGIE BEARERS’.
18.12.1992 Repair ‘SIDE BEARER’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
05.02.1993 Repair ‘TWIST LOCK’.
05.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
05.03.1993 Repair ‘HANDRAILS’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4394 A’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1993 Repair ‘BRAKE BLOCK RB95’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘COUPLER COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.11.1993 Repair ‘TRAIN PIPE’.
26.11.1993 Repair ‘UNDERFRAME COMPLETE’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4394 A’
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4394 A’
05.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1994 Repair ‘WHEEL SET’.
05.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4394 A’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4394 A’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4394 A’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4394 A’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4395

Details: wagon ‘RQKY 4395 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 01.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.11.1995
Due Triple Valve: 01.09.1996
Last Brake Cylinder: 17.08.1990
Last Single Car Test: 16.10.1989
Last Lift: 27.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COUPLER COMPLETE’.
16.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.08.1989 Repair ‘SIDE BEARER’.
16.08.1989 Repair ‘TOP CENTRE PLATE’.
16.08.1989 Repair ‘YOKE COMPLETE’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4395 J’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BOLSTER’.
11.10.1989 Repair ‘WHEEL SET’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4395 J’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
04.11.1989 Repair ‘STEP’.
04.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4395 J’
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Repair ‘TWIST LOCK’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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08.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQSY 4395 J’

11.07.1990 Repair ‘STEP’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
03.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1990 Repair ‘EMPTY LOAD VALVE’.
03.09.1990 Repair ‘GRADE CONTROL VALVE’.
03.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.09.1990 Repair ‘BOGIE COMPLETE’.
10.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
19.09.1990 Repair ‘BOGIE SPRING’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1990 Repair ‘COUPLER KNUCKLE’.
04.12.1990 Repair ‘EMPTY LOAD VALVE’.
04.12.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Repair ‘TWIST LOCK’.
04.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘TRAIN PIPE’.
20.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4395 J’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘WHEEL SET’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
12.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘WHEEL SET’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4395 J’
31.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1991 Repair ‘COUPLER KNUCKLE’.
31.08.1991 Repair ‘EMPTY LOAD VALVE’.
31.08.1991 Repair ‘GRADE CONTROL VALVE’.
31.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Repair ‘TWIST LOCK’.
31.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
22.09.1991 Repair ‘BRAKE BLOCK RB95’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
28.03.1992 Repair ‘BRAKE BLOCK RB95’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘WHEEL SET’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
19.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1992 Repair ‘BOGIE BEARINGS’.
19.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1992 Repair ‘BRAKE BLOCK RB95’.
19.09.1992 Repair ‘BRAKE LEVER’.
19.09.1992 Repair ‘COUPLER KNUCKLE’.
19.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
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19.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
22.10.1993 Repair ‘STEP’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE BOLSTER’.
27.10.1993 Repair ‘BOGIE BOLSTER’.
27.10.1993 Repair ‘BOGIE WEAR PLATES’.
27.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘BRAKE BLOCK RB95’.
27.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4395 J’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4395 J’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.11.1995 Repair ‘VEHICLE COMPLETE’.

RQKY 4396

Details: wagon ‘RQKY 4396 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 17.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.01.1996
Due Triple Valve: 11.03.1993
Last Triple Valve: 28.03.1992
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 12.10.1993
Last Lift: 09.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BRAKE BLOCK RB95’.
15.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘EMPTY LOAD VALVE’.
15.07.1989 Repair ‘GRADE CONTROL VALVE’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4396 S’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘WHEEL SET’.
29.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4396 S’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1989 Repair ‘TWIST LOCK’.
24.10.1989 Repair ‘VEHICLE STENCILS’.
24.10.1989 Repair ‘WHEEL SET’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘WHEEL SET’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BRAKE PULL ROD’.
18.01.1990 Repair ‘BRANCH PIPE’.
18.01.1990 Repair ‘STEP’.
18.01.1990 Repair ‘TRAIN PIPE (END)’.
18.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4396 S’
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
12.04.1990 Repair ‘VEHICLE COMPLETE’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
26.04.1990 Repair ‘BOGIE COMPLETE’.
26.04.1990 Repair ‘STEP’.
26.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

19.09.1990 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQSY 4396 S’

10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘TOP CENTRE PLATE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQSY 4396 S’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Repair ‘TWIST LOCK’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
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14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘BRANCH PIPE’.
14.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4396 S’
24.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4396 S’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4396 S’
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘BRAKE PULL ROD’.
28.03.1991 Repair ‘TOP CENTRE PLATE’.
28.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4396 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘EMPTY LOAD VALVE’.
04.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.05.1992 Repair ‘TOP CENTRE PLATE’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BEARINGS’.
01.09.1992 Repair ‘BRANCH PIPE’.
01.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1992 Repair ‘TRAIN PIPE (END)’.
01.09.1992 Repair ‘VEHICLE COMPLETE’.
01.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4396 S’
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22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BODY COMPLETE’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1993 Repair ‘TRAIN PIPE’.
22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Repair ‘VEHICLE COMPLETE’.
22.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4396 S’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4396 S’
16.10.1993 Repair ‘BRAKE BLOCK RB95’.
16.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4396 S’
23.10.1993 Repair ‘HANDRAILS END’.
23.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4396 S’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘HAND RELEASE (AIR)’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4396 S’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.10.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.

RQKY 4397

Details: wagon ‘RQKY 4397 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 02.03.1995
Last Brake Cylinder: 29.08.1990
Last Single Car Test: 01.07.1993
Last Lift: 01.08.1980
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

12.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1989 Repair ‘BRAKE BLOCK RB95’.
12.08.1989 Repair ‘COUPLER KNUCKLE’.
12.08.1989 Repair ‘EMPTY LOAD VALVE’.
12.08.1989 Repair ‘GRADE CONTROL VALVE’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘TWIST LOCK’.
12.08.1989 Repair ‘WHEEL SET’.
12.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
09.10.1989 Repair ‘HANDRAILS END’.
09.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4397 E’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘TRAIN PIPE (END)’.
20.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4397 E’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BRAKE BLOCK RB95’.
27.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
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27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
16.06.1990 Repair ‘TWIST LOCK’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BOGIE BEARINGS’.
29.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.08.1990 Repair ‘BRAKE PULL ROD’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
29.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘WHEEL SET’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
19.11.1990 Repair ‘HANDRAILS’.
19.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.01.1991 Repair ‘COUPLER KNUCKLE’.
17.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘GRADE CONTROL VALVE’.
17.01.1991 Repair ‘TWIST LOCK’.
17.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4397 E’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
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18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

29.04.1991 Repair ‘TWIST LOCK’.
29.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
12.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘BRAKE BLOCK RB95’.
24.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Repair ‘TWIST LOCK’.
24.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
29.09.1991 Repair ‘BRAKE BLOCK RB95’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
17.10.1991 Repair ‘EMPTY LOAD VALVE’.
17.10.1991 Repair ‘GRADE CONTROL VALVE’.
17.10.1991 Repair ‘STRIKING CASTING’.
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
17.12.1991 Repair ‘TWIST LOCK’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1992 Repair ‘BRAKE BLOCK RB95’.
13.01.1992 Repair ‘BRAKE PULL ROD’.
13.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1992 Repair ‘VEHICLE COMPLETE’.
13.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE COMPLETE’.
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15.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BOGIE BOLSTER’.
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘VEHICLE COMPLETE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.09.1992 Repair ‘BRAKE BLOCK RB95’.
29.09.1992 Repair ‘COUPLER COMPLETE’.
29.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4397 E’
07.11.1992 Repair ‘TWIST LOCK’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
24.01.1993 Repair ‘TWIST LOCK’.
24.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘BRAKE PULL ROD’.
30.06.1993 Repair ‘HANDRAILS’.
30.06.1993 Repair ‘HANDRAILS END’.
30.06.1993 Repair ‘TOP CENTRE PLATE’.
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Repair ‘TWIST LOCK’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4397 E’
06.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQSY 4397 E’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘BOGIE WEAR PLATES’.
10.01.1994 Repair ‘BRAKE BLOCK RB95’.
10.01.1994 Repair ‘BRAKE PULL ROD’.
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQSY 4397 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4397 E’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4397 E’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4397 E’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQKY 4399

Details: wagon ‘RQKY 4399 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 16.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQSY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.06.1996
Last Single Car Test: 01.04.1993
Last Lift: 08.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

02.04.1985 Alteration complete ‘FIT ‘STUCKI’ CONSTANT CONTACT SIDE BEARERS
TO 40 NO. ‘AQMX’ CONTAINER FLAT WAGONS. ‘AQMX’ WAGONS TO BE
RECLASSIFIED ‘AQSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. AQMX 4360-4399 (RS4032)’.

29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BRAKE LEVER’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘EMPTY LOAD VALVE’.
20.11.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘WHEEL SET’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
08.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Repair ‘TWIST LOCK’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
25.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
31.10.1990 Repair ‘BOGIE BEARINGS’.
31.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
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23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.05.1991 Repair ‘TWIST LOCK’.
25.05.1991 Repair ‘TWIST LOCK’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
13.06.1991 Repair ‘TWIST LOCK’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
13.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
20.10.1991 Repair ‘BRAKE BLOCK RB95’.
20.10.1991 Repair ‘TWIST LOCK’.
20.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
14.11.1991 Repair ‘BRAKE BLOCK RB95’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘EMPTY LOAD VALVE’.
25.11.1991 Repair ‘GRADE CONTROL VALVE’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
04.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
20.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.03.1992 Repair ‘COUPLER KNUCKLE’.
12.03.1992 Repair ‘EMPTY LOAD VALVE’.
12.03.1992 Repair ‘GRADE CONTROL VALVE’.
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12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Repair ‘TWIST LOCK’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
26.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRAKE BLOCK RB95’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘WHEEL SET’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.06.1992 Repair ‘COUPLER KNUCKLE’.
24.06.1992 Repair ‘EMPTY LOAD VALVE’.
24.06.1992 Repair ‘GRADE CONTROL VALVE’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Repair ‘WHEEL SET’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
06.08.1992 Repair ‘STEP’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQSY 4399 W’
28.05.1993 Repair ‘TWIST LOCK’.
28.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.06.1993 Repair ‘HOSE FITTINGS’.
09.06.1993 Repair ‘ISOLATING COCK’.
09.06.1993 Repair ‘TRAIN PIPE’.
09.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQSY 4399 W’
03.07.1993 Repair ‘TWIST LOCK’.
03.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
05.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4399 W’
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
12.11.1993 Repair ‘TWIST LOCK’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQSY 4399 W’
11.02.1994 Repair ‘TRAIN PIPE (END)’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
19.03.1994 Repair ‘BRAKE BLOCK RB95’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQSY 4399 W’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQSY 4399 W’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
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20.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY TO ‘RQMF’.

(RS4902)’. New class: ‘RQMF’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

2.710 Wagon classification starting with ‘RQL’

RQLY 1001

18.02.1997 Reclassified from wagon ‘RQLY 1001 T’ to ’ wagon ‘AQLY 1001 C’.

RQLY 1002

19.02.1997 Reclassified from wagon ‘RQLY 1002 F’ to ’ wagon ‘AQLY 1002 L’.

RQLY 1003

18.02.1997 Reclassified from wagon ‘RQLY 1003 Y’ to ’ wagon ‘AQLY 1003 U’.

RQLY 1004

18.02.1997 Reclassified from wagon ‘RQLY 1004 A’ to ’ wagon ‘AQLY 1004 G’.

RQLY 1005

Details: wagon ‘RQLY 1005 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 22.10.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 30.05.1996
Last Triple Valve: 24.07.1991
Last Brake Cylinder: 12.11.1992
Last Single Car Test: 13.12.1993
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Repair ‘VEHICLE STENCILS’.
22.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1005 P’
24.10.1990 Repair ‘BRAKE BLOCK RB101’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1005 P’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE BLOCK RB101’.
25.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.10.1990 Repair ‘BRAKE LEVER’.
25.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB101’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1990 Repair ‘BRAKE BLOCK RB101’.
29.11.1990 Repair ‘BRAKE PULL ROD’.
29.11.1990 Repair ‘BRAKE PULL ROD’.
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29.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
29.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BRAKE BLOCK RB101’.
20.12.1990 Repair ‘COUPLER KNUCKLE’.
20.12.1990 Repair ‘VEHICLE STENCILS’.
20.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
20.12.1990 Alteration complete ‘CONSTRUCT (5) NO.‘AQLY’ FIVE PACK CONTAINER

WAGONS WITH WELL PLATFORM IN MIDDLE. RECLASSIFY AND RENUMBER
WAGONS FROM ‘AQJY’ NOS.23-27 TO ‘AQLY‘NOS.1002-1006 WHEN WELL
PLATFORM IS INSERTED. (RS4532)’. New class: ‘AQLY’.

29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘CENTRE SILL’.
29.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘END HOSE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘SIDE BEARER’.
29.01.1991 Repair ‘VEHICLE RECLASSIFY’.
29.01.1991 Repair ‘VEHICLE RENUMBERED’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
31.01.1991 Repair ‘VEHICLE RECLASSIFY’.
31.01.1991 Repair ‘VEHICLE RENUMBERED’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1005 P’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE BLOCK RB101’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.07.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BRAKE LEVER’.
17.09.1991 Repair ‘BRAKE PULL ROD’.
17.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BRAKE BLOCK RB101’.
30.09.1991 Repair ‘BRAKE LEVER’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘VEHICLE COMPLETE’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BOLSTER’.
20.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
20.02.1992 Repair ‘CENTRE SILL’.
20.02.1992 Repair ‘VEHICLE COMPLETE’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARINGS’.
20.03.1992 Repair ‘BOGIE BEARINGS’.
20.03.1992 Repair ‘BOGIE BEARINGS’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Repair ‘WHEEL SET’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘COUPLER KNUCKLE’.
04.05.1992 Repair ‘WHEEL SET’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘CARD OR CLIP HOLDER’.
10.06.1992 Repair ‘TRAIN PIPE’.
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10.06.1992 Repair ‘VEHICLE COMPLETE’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘EMPTY LOAD VALVE’.
17.07.1992 Repair ‘GRADE CONTROL VALVE’.
17.07.1992 Repair ‘WHEEL SET’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘WHEEL SET’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1005 P’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
01.10.1992 Repair ‘COUPLER KNUCKLE’.
01.10.1992 Repair ‘EMPTY LOAD VALVE’.
01.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.10.1992 Repair ‘WHEEL SET’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
12.11.1992 Repair ‘BRAKE LEVER’.
12.11.1992 Repair ‘BRAKE LEVER’.
12.11.1992 Repair ‘BRAKE PULL ROD’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB101’.
07.12.1992 Repair ‘COUPLER KNUCKLE’.
07.12.1992 Repair ‘EMPTY LOAD VALVE’.
07.12.1992 Repair ‘GRADE CONTROL VALVE’.
07.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT

18766



2.710. Wagon classification starting with ‘RQL’

C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘BOGIE COMPLETE’.
01.02.1993 Repair ‘VEHICLE COMPLETE’.
01.02.1993 Repair ‘WHEEL SET’.
01.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB101’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
28.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1993 Repair ‘BRAKE BLOCK RB101’.
28.08.1993 Repair ‘VEHICLE COMPLETE’.
28.08.1993 Repair ‘WHEEL SET’.
28.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘WHEEL SET’.
11.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQLY 1005 P’
22.12.1993 Repair ‘BOGIE SIDEFRAME’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1005 P’
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1005 P’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1005 P’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
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27.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1006

Details: wagon ‘RQLY 1006 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Original Cost: $179370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 01.10.1990
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 17.05.1996
Last Brake Cylinder: 26.02.1993
Cont Connector Type:] P
Cont Max Slots: 7

14.03.1990 Alteration complete ‘CONSTRUCT 8 OFF 5-PACK ARTICULATED
CONTAINER WAGONS CLASSIFY AQJY 15-22. (RS4452)’.

24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1006 B’
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24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1990 Repair ‘COUPLER KNUCKLE’.
24.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
11.12.1990 Alteration complete ‘STENCIL IN 38MM HIGH YELLOW

LETERRING‘ALLOWABLE PISTON TRAVEL 150-180MM’ ON ALL BRAKE
CYLINDERS OF FIVE PACK WAGONS ‘AQJY’ NOS.15-27 (RS4558)’.

20.12.1990 Alteration complete ‘CONSTRUCT (5) NO.‘AQLY’ FIVE PACK CONTAINER
WAGONS WITH WELL PLATFORM IN MIDDLE. RECLASSIFY AND RENUMBER
WAGONS FROM ‘AQJY’ NOS.23-27 TO ‘AQLY‘NOS.1002-1006 WHEN WELL
PLATFORM IS INSERTED. (RS4532)’. New class: ‘AQLY’.

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
21.03.1991 Repair ‘END HOSE’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARERS’.
16.04.1991 Repair ‘BOGIE WEAR PLATES’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘CENTRE SILL’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1991 Repair ‘VEHICLE RECLASSIFY’.
16.04.1991 Repair ‘VEHICLE RENUMBERED’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE BLOCK RB101’.
02.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘SIDE BEARER’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
29.11.1991 Repair ‘HANDRAILS’.
29.11.1991 Repair ‘SIDE STEP’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘CENTRE SILL’.
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30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘EMPTY LOAD VALVE’.
30.01.1992 Repair ‘GRADE CONTROL VALVE’.
30.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BEARERS’.
08.05.1992 Repair ‘BOGIE BEARINGS’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BEARINGS’.
14.05.1992 Repair ‘BOGIE BEARINGS’.
14.05.1992 Repair ‘BOGIE BEARINGS’.
14.05.1992 Repair ‘SIDE BEARER’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
29.05.1992 Repair ‘HANDRAILS’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘CARD OR CLIP HOLDER’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘HANDRAILS’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BEARINGS’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1992 Repair ‘EMPTY LOAD VALVE’.
26.08.1992 Repair ‘GRADE CONTROL VALVE’.
26.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Repair ‘EMPTY LOAD VALVE’.
31.10.1992 Repair ‘GRADE CONTROL VALVE’.
31.10.1992 Repair ‘WHEEL SET’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
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COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘WHEEL SET’.
13.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
09.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘EMPTY LOAD VALVE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BODY COMPLETE’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘EMPTY LOAD VALVE’.
20.07.1993 Repair ‘GRADE CONTROL VALVE’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘EMPTY LOAD VALVE’.
26.10.1993 Repair ‘GRADE CONTROL VALVE’.
26.10.1993 Repair ‘HANDRAILS’.
26.10.1993 Repair ‘TWIST LOCK’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
07.12.1993 Repair ‘HANDRAILS’.
07.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘END HOSE’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.12.1993 Repair ‘BRAKE BLOCK RB101’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘HANDBRAKE HANDLE’.
14.12.1993 Repair ‘HANDBRAKE HANDLE’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
20.01.1994 Repair ‘END HOSE’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1006 B’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1006 B’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1007

Details: wagon ‘RQLY 1007 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
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Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 30.05.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 27.08.1996
Last Triple Valve: 02.08.1993
Last Brake Cylinder: 09.07.1991
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1007 K’
30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED

CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

07.06.1991 Repair ‘VEHICLE COMPLETE’.
07.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1007 K’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARINGS’.
09.07.1991 Repair ‘BOGIE BOLSTER’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BOGIE SIDEFRAME’.
09.07.1991 Repair ‘BOGIE SPRING’.
09.07.1991 Repair ‘BRAKE BLOCK OTHER’.
09.07.1991 Repair ‘BRANCH PIPE’.
09.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.07.1991 Repair ‘SIDE BEARER’.
09.07.1991 Repair ‘SIDE STEP’.
09.07.1991 Repair ‘TRAIN PIPE’.
09.07.1991 Repair ‘TWIST LOCK’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
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09.07.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.07.1991 Repair ‘WHEEL SET’.
09.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘EMPTY LOAD VALVE’.
16.10.1991 Repair ‘GRADE CONTROL VALVE’.
16.10.1991 Repair ‘WHEEL SET’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BRAKE LEVER’.
23.01.1992 Repair ‘CENTRE SILL’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BOGIE BEARINGS’.
11.03.1992 Repair ‘BRAKE BLOCK OTHER’.
11.03.1992 Repair ‘CENTRE SILL’.
11.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BRAKE LEVER’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE BLOCK RB101’.
15.07.1992 Repair ‘COUPLER KNUCKLE’.
15.07.1992 Repair ‘WHEEL SET’.
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘CARD OR CLIP HOLDER’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
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03.08.1992 Repair ‘WHEEL SET’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BEARINGS’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘WHEEL SET’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BRAKE BLOCK RB101’.
11.09.1992 Repair ‘WHEEL SET’.
11.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1007 K’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

13.04.1993 Repair ‘STEP’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1007 K’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB101’.
18.06.1993 Repair ‘EMPTY LOAD VALVE’.
18.06.1993 Repair ‘VEHICLE COMPLETE’.
18.06.1993 Repair ‘WHEEL SET’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
28.06.1993 Repair ‘STEP’.
28.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1007 K’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BOGIE COMPLETE’.
29.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.06.1993 Repair ‘WHEEL SET’.
29.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1007 K’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB101’.
02.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘NYLON HOSE’.
02.08.1993 Repair ‘RELAY VALVE’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
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09.09.1993 Repair ‘BOGIE SIDEFRAME’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1007 K’
18.09.1993 Repair ‘BOGIE BEARERS’.
18.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BEARERS’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘WHEEL SET’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘HOSE FITTINGS’.
03.11.1993 Repair ‘TRAIN PIPE’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQLY 1007 K’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BRAKE CYLINDER HOSE’.
23.11.1993 Repair ‘WHEEL SET’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘END FRAME MEMBER’.
21.12.1993 Repair ‘HAND RELEASE (AIR)’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1007 K’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1007 K’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1007 K’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
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29.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1008

Details: wagon ‘RQLY 1008 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 05.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 12.09.1996
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1008 T’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
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04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘COUPLER KNUCKLE’.
04.09.1991 Repair ‘EMPTY LOAD VALVE’.
04.09.1991 Repair ‘GRADE CONTROL VALVE’.
04.09.1991 Repair ‘TWIST LOCK’.
04.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BRANCH PIPE’.
17.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1991 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1008 T’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

15.02.1992 Repair ‘BRAKE BLOCK RB101’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1008 T’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BOGIE BEARERS’.
13.05.1992 Repair ‘BOGIE BEARINGS’.
13.05.1992 Repair ‘BOGIE BEARINGS’.
13.05.1992 Repair ‘BOGIE BEARINGS’.
13.05.1992 Repair ‘CENTRE SILL’.
13.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.05.1992 Repair ‘WHEEL SET’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE BLOCK RB101’.
28.05.1992 Repair ‘BRAKE LEVER’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘GRADE CONTROL VALVE’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
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19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘EMPTY LOAD VALVE’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
12.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1008 T’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

05.02.1993 Repair ‘VEHICLE COMPLETE’.
05.02.1993 Repair ‘WHEEL SET’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘NYLON HOSE’.
18.02.1993 Repair ‘VEHICLE COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘COUPLER KNUCKLE’.
12.03.1993 Repair ‘WHEEL SET’.
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BRAKE BLOCK RB101’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘WHEEL SET’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1008 T’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
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12.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1009

Details: wagon ‘RQLY 1009 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 05.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: HS AD RZ RI CM CN CA
Return to Service Date: 24.08.1996
Last Brake Cylinder: 24.09.1992
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.
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05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1009 F’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BOGIE BEARERS’.
12.07.1991 Repair ‘BOGIE BEARERS’.
12.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.07.1991 Repair ‘COUPLER KNUCKLE’.
12.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
08.08.1991 Repair ‘HOSE FITTINGS’.
08.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1009 F’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

09.11.1991 Repair ‘TWIST LOCK’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1009 F’
29.11.1991 Repair ‘HANDBRAKE HANDLE’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1009 F’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BRAKE BLOCK OTHER’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘DRAFT GEAR POCKET’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Repair ‘WHEEL SET’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
23.01.1992 Repair ‘WHEEL SET’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘CENTRE SILL’.
31.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1992 Repair ‘WHEEL SET’.
31.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘BOGIE BEARINGS’.
26.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1992 Repair ‘HANDRAILS’.
26.03.1992 Repair ‘WHEEL SET’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
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30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘CARD OR CLIP HOLDER’.
03.06.1992 Repair ‘VEHICLE COMPLETE’.
03.06.1992 Repair ‘WHEEL SET’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BEARINGS’.
10.08.1992 Repair ‘VEHICLE COMPLETE’.
10.08.1992 Repair ‘WHEEL SET’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘EMPTY LOAD VALVE’.
20.08.1992 Repair ‘GRADE CONTROL VALVE’.
20.08.1992 Repair ‘WHEEL SET’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.09.1992 Repair ‘COUPLER KNUCKLE’.
24.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1992 Repair ‘WHEEL SET’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘VEHICLE COMPLETE’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE BEARINGS’.
30.04.1993 Repair ‘VEHICLE COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE BLOCK RB101’.
30.08.1993 Repair ‘BRAKE BLOCK RB101’.
30.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘EMPTY LOAD VALVE’.
30.08.1993 Repair ‘GRADE CONTROL VALVE’.
30.08.1993 Repair ‘HAND RELEASE (AIR)’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BRAKE BLOCK RB101’.
29.09.1993 Repair ‘BRAKE BLOCK RB101’.
29.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘RELAY VALVE’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘BRAKE BLOCK RB101’.
22.10.1993 Repair ‘BRAKE LEVER’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘HANDRAILS’.
22.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘PROPORTIONAL LOAD VALVE’.
21.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1009 F’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1009 F’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
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20.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1010

Details: wagon ‘RQLY 1010 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 05.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 12.12.1995
Last Triple Valve: 12.11.1992
Last Single Car Test: 12.11.1992
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.
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05.06.1991 Repair ‘VEHICLE COMPLETE’.
05.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1010 B’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
08.08.1991 Repair ‘HOSE FITTINGS’.
08.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1010 B’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1010 B’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

13.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1010 B’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
26.03.1992 Repair ‘BOGIE BEARERS’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BRAKE CONTROL PIPE’.
20.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘CARD OR CLIP HOLDER’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘WHEEL SET’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1010 B’
01.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1992 Repair ‘BRAKE BLOCK RB101’.
01.10.1992 Repair ‘BRAKE PIN’.
01.10.1992 Repair ‘BRAKE PULL ROD’.
01.10.1992 Repair ‘TRAIN PIPE’.
01.10.1992 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.10.1992 Repair ‘TRAIN PIPE (END)’.
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07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK OTHER’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘VEHICLE COMPLETE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
13.12.1992 Repair ‘HANDRAILS’.
13.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1010 B’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘WHEEL SET’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘EMPTY LOAD VALVE’.
17.02.1993 Repair ‘GRADE CONTROL VALVE’.
17.02.1993 Repair ‘WHEEL SET’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.06.1993 Repair ‘COUPLER KNUCKLE’.
17.06.1993 Repair ‘EMPTY LOAD VALVE’.
17.06.1993 Repair ‘WHEEL SET’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
21.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1993 Repair ‘BRAKE CYLINDER HOSE’.
21.11.1993 Repair ‘CARD OR CLIP HOLDER’.
21.11.1993 Repair ‘COUPLER COMPLETE’.
21.11.1993 Repair ‘COUPLER KNUCKLE’.
21.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
21.11.1993 Repair ‘EMPTY LOAD VALVE’.
21.11.1993 Repair ‘SIDE SILL’.
21.11.1993 Repair ‘SIDE STEP’.
21.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1993 Repair ‘WHEEL SET’.
21.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1010 B’
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07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.
(NRC022)’. New class: ‘RQLY’.

11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1010 B’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.

RQLY 1011

Details: wagon ‘RQLY 1011 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 14.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RI CM CN AD CA
Return to Service Date: 08.05.1996
Last Triple Valve: 08.05.1992
Last Brake Cylinder: 27.04.1993
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

14.06.1991 Repair ‘VEHICLE COMPLETE’.
14.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1011 K’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
22.07.1991 Repair ‘BRANCH PIPE’.
22.07.1991 Repair ‘NYLON HOSE’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘TRAIN PIPE’.
07.08.1991 Repair ‘WHEEL SET’.
07.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE PIN’.
24.10.1991 Repair ‘BRAKE PULL ROD’.
24.10.1991 Repair ‘BRANCH PIPE’.
24.10.1991 Repair ‘COUPLER KNUCKLE’.
24.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE BLOCK OTHER’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
29.01.1992 Repair ‘BRANCH PIPE’.
29.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

31.01.1992 Repair ‘BRANCH PIPE’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘CENTRE SILL’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.02.1992 Repair ‘SIDE BEARER’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BEARERS’.
08.05.1992 Repair ‘BOGIE BEARINGS’.
08.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘RELAY VALVE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘VEHICLE COMPLETE’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
12.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1992 Repair ‘BOGIE BEARINGS’.
12.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1992 Repair ‘COUPLER KNUCKLE’.
12.09.1992 Repair ‘TRAIN PIPE’.
12.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

30.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1993 Repair ‘COUPLER KNUCKLE’.
30.01.1993 Repair ‘WHEEL SET’.
30.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
18.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1993 Repair ‘BRAKE PULL ROD’.
18.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1993 Repair ‘WHEEL SET’.
18.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
07.04.1993 Repair ‘NYLON HOSE’.
07.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BRAKE PULL ROD’.
13.05.1993 Repair ‘BRANCH PIPE’.
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13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘TRAIN PIPE’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
09.09.1993 Repair ‘BRAKE CYLINDER HOSE’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
20.12.1993 Repair ‘BOGIE COMPLETE’.
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
01.03.1994 Repair ‘BRAKE LEVER’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1011 K’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1011 K’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
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02.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1012

Details: wagon ‘RQLY 1012 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 26.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RI AD HS RZ CM CN CA
Return to Service Date: 17.09.1996
Last Triple Valve: 12.11.1992
Last Brake Cylinder: 10.08.1993
Cont Connector Type:] P
Cont Max Slots: 7
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30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

26.06.1991 Repair ‘VEHICLE COMPLETE’.
26.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1012 T’
26.06.1991 Alteration complete ‘MODIFY SIDEBEARERS ON AQLY TO DRAWINGS

A1/W1-47 REV D & A1/W1-48 REV E AQLY. (RS4614)’.
16.08.1991 Repair ‘HANDRAILS’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1991 Repair ‘VEHICLE COMPLETE’.
18.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘GRADE CONTROL VALVE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
06.12.1991 Repair ‘END HOSE’.
06.12.1991 Repair ‘HANDBRAKE HANDLE’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘CENTRE SILL’.
21.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
08.03.1992 Repair ‘BRAKE BLOCK RB101’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
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24.03.1992 Repair ‘BOGIE BEARINGS’.
24.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.03.1992 Repair ‘VEHICLE COMPLETE’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQLY 1012 T’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Repair ‘TRAIN PIPE’.
27.05.1992 Repair ‘WHEEL SET’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘CARD OR CLIP HOLDER’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘WHEEL SET’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘GRADE CONTROL VALVE’.
16.10.1992 Repair ‘WHEEL SET’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BRAKE BLOCK OTHER’.
12.11.1992 Repair ‘BRANCH PIPE’.
12.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.11.1992 Repair ‘TRAIN PIPE’.
12.11.1992 Repair ‘WHEEL SET’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
23.12.1992 Alteration complete ‘ALL ARTICULATED WAGONS FITTED WITH

SPREADER SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME
LOOSE OR LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT
C50LRBR24-72 WITH COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL
WASHER TO SECURE CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT
C50LRBR24-28 TO SECURE CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY
(RS4762)’.

06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE CONTROL PIPE’.
06.05.1993 Repair ‘SIDE SILL’.
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06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Repair ‘WHEEL SET’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
07.06.1993 Repair ‘WHEEL SET’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
21.06.1993 Repair ‘BRAKE PIN’.
21.06.1993 Repair ‘BRAKE PULL ROD’.
21.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1993 Repair ‘WHEEL SET’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
26.08.1993 Repair ‘SIDE STEP’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQLY 1012 T’
04.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1993 Repair ‘COUPLER KNUCKLE’.
04.12.1993 Repair ‘EMPTY LOAD VALVE’.
04.12.1993 Repair ‘SIDE STEP’.
04.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1993 Repair ‘WHEEL SET’.
04.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
11.12.1993 Repair ‘BRAKE CYLINDER HOSE’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1012 T’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1012 T’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1013

Details: wagon ‘RQLY 1013 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-25
Date Built: 12.07.1991
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR HS AD CM CN CA
Return to Service Date: 09.08.1996
Last Brake Cylinder: 14.12.1992
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

11.07.1991 Repair ‘VEHICLE COMPLETE’.
11.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1013 F’
09.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘BOGIE BEARERS’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BEARERS’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
27.12.1991 Repair ‘END HOSE’.
27.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
04.01.1992 Repair ‘TRAIN PIPE (END)’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BRAKE BLOCK RB101’.
10.01.1992 Repair ‘NYLON HOSE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
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30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

22.03.1992 Repair ‘BRAKE BLOCK RB101’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BEARINGS’.
23.06.1992 Repair ‘CARD OR CLIP HOLDER’.
23.06.1992 Repair ‘CENTRE SILL’.
23.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Repair ‘EMPTY LOAD VALVE’.
18.08.1992 Repair ‘GRADE CONTROL VALVE’.
18.08.1992 Repair ‘HANDRAILS’.
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Repair ‘BOGIE BEARINGS’.
29.09.1992 Repair ‘BRAKE BLOCK OTHER’.
29.09.1992 Repair ‘COUPLER KNUCKLE’.
29.09.1992 Repair ‘EMPTY LOAD VALVE’.
29.09.1992 Repair ‘WHEEL SET’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘WHEEL SET’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
09.11.1992 Repair ‘HANDRAILS’.
09.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRAKE LEVER’.
14.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1992 Repair ‘WHEEL SET’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
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LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

09.01.1993 Repair ‘BOGIE BEARINGS’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE BLOCK RB101’.
23.02.1993 Repair ‘WHEEL SET’.
23.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQLY 1013 F’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BRAKE BLOCK OTHER’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
25.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1993 Repair ‘VEHICLE COMPLETE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE CONTROL PIPE’.
28.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘TRAIN PIPE’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘BRAKE BLOCK RB101’.
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Repair ‘WHEEL SET’.
27.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE SPRING’.
23.08.1993 Repair ‘END HOSE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRAKE BLOCK RB101’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘TRAIN PIPE (END)’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BRAKE BLOCK RB101’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
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28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
23.11.1993 Repair ‘HANDRAILS’.
23.11.1993 Repair ‘SIDE STEP’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
20.12.1993 Repair ‘HANDRAILS’.
20.12.1993 Repair ‘SIDE STEP’.
20.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1013 F’
29.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1993 Repair ‘GRADE CONTROL VALVE’.
29.12.1993 Repair ‘SIDE MEMBER’.
29.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1013 F’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1013 F’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
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01.11.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1014

Details: wagon ‘RQLY 1014 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 22.08.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RI CM CN AD CA
Return to Service Date: 15.10.1996
Last Single Car Test: 23.08.1991
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BRAKE PULL ROD’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1991 Repair ‘HANDBRAKE HANDLE’.
19.08.1991 Repair ‘TRAIN PIPE’.
19.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1014 Y’
02.09.1991 Repair ‘HANDRAILS’.
02.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1014 Y’
25.09.1991 Repair ‘SIDE MEMBER’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1014 Y’
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17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO
DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

02.12.1991 Repair ‘NYLON HOSE’.
02.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1014 Y’
29.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1992 Repair ‘COUPLER KNUCKLE’.
29.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1992 Repair ‘WHEEL SET’.
29.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE

TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BEARINGS’.
03.04.1992 Repair ‘CENTRE SILL’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
29.04.1992 Repair ‘WHEEL SET’.
29.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘GRADE CONTROL VALVE’.
14.05.1992 Repair ‘WHEEL SET’.
14.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
22.05.1992 Repair ‘HANDRAILS’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1014 Y’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘WHEEL SET’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘TWIST LOCK’.
03.11.1992 Repair ‘WHEEL SET’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
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LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘WHEEL SET’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘WHEEL SET’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘GRADE CONTROL VALVE’.
06.07.1993 Repair ‘TRAIN PIPE’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
13.08.1993 Repair ‘BOGIE COMPLETE’.
13.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1014 Y’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
03.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1993 Repair ‘COUPLER KNUCKLE’.
03.10.1993 Repair ‘TRAIN PIPE’.
03.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘EMPTY LOAD VALVE’.
02.11.1993 Repair ‘GRADE CONTROL VALVE’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1993 Repair ‘COUPLER KNUCKLE’.
22.12.1993 Repair ‘EMPTY LOAD VALVE’.
22.12.1993 Repair ‘FLOOR SUPPORT’.
22.12.1993 Repair ‘GRADE CONTROL VALVE’.
22.12.1993 Repair ‘WHEEL SET’.
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22.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB101’.
17.01.1994 Repair ‘COUPLER KNUCKLE’.
17.01.1994 Repair ‘WHEEL SET’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1014 Y’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.

RQLY 1015

Details: wagon ‘RQLY 1015 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 66.5m
Tare Weight: 51.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-25
Date Built: 31.08.1991
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQLY
BSG Code: FSQQ

Capacity of 197 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR HS AD CM CN CA
Return to Service Date: 12.08.1996
Last Brake Cylinder: 26.06.1992
Last Single Car Test: 10.10.1992
Cont Connector Type:] P
Cont Max Slots: 7

30.05.1991 Alteration complete ‘CONSTRUCT 9 OFF 5-PACK ARTICULATED
CENTRE-WELL CONTAINER WAGONS. CLASSIFY WAGONS ‘AQLY 1007 - 1015‘.
(RS4529)’.

30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1015 A’
17.10.1991 Alteration complete ‘1. RESET HANDBRAKE LEVER PINS TO

DIMENSIONS SHOWN AS PER INSTRUCTIONS ATTACHED TO ALTERATION
FORM. 2. FIT CHAIN GUIDE AS PER ATTACHED SKETCHES, AND MODIFY
SHOCK RETARDER TO SUIT. AQLY 1007 - 1015. (RS4617)’.

30.01.1992 Alteration complete ‘CHECK FOR CRACKS AT THE
TRANSOM/CENTRESILL JUNCTION, REPAIR/REWELD WHERE NECESSARY.
AQEY, AQKY, AQJY, AQLY. (CRACK)’.

03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,
AQLY & AQWY. (TORQUE)’.

30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BEARINGS’.
31.03.1992 Repair ‘CENTRE SILL’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘WHEEL SET’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘CARD OR CLIP HOLDER’.
26.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Repair ‘VEHICLE COMPLETE’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
16.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
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21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BRAKE BLOCK RB101’.
07.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1992 Repair ‘COUPLER KNUCKLE’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE PULL ROD’.
08.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQLY 1015 A’
10.09.1992 Repair ‘NYLON HOSE’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BRAKE BLOCK RB101’.
09.10.1992 Repair ‘BRAKE BLOCK RB101’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘TRAIN PIPE’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘GRADE CONTROL VALVE’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
02.12.1992 Repair ‘END BRAKE COCK’.
02.12.1992 Repair ‘END HOSE’.
02.12.1992 Repair ‘TRAIN PIPE (END)’.
02.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQLY 1015 A’
23.12.1992 Alteration ‘ALL ARTICULATED WAGONS FITTED WITH SPREADER

SIDEBEARERS WITH BOLTS AND NYLOC NUTS HAD BECOME LOOSE OR
LOST ARE TO BE REPLACED WITH HUCK BOLTS - BOLT C50LRBR24-72 WITH
COLLAR AND WASHER LC2R24-G & M20 STRUCTURAL WASHER TO SECURE
CAGE TO BOLSTER THROUGH OUTRIGGER - BOLT C50LRBR24-28 TO SECURE
CAGE TO OUTRIGGER. AQEY, AQKY, AQJY, AQLY (RS4762)’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BRANCH PIPE’.
16.02.1993 Repair ‘COUPLER KNUCKLE’.
16.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
06.03.1993 Repair ‘BOGIE COMPLETE’.
06.03.1993 Repair ‘WHEEL SET’.
06.03.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQLY 1015 A’
17.04.1993 Repair ‘BRAKE PULL ROD’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.04.1993 Repair ‘BRAKE PULL ROD’.
29.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRAKE LEVER’.
25.05.1993 Repair ‘BRAKE PIN’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRANCH PIPE’.
05.07.1993 Repair ‘VEHICLE COMPLETE’.
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘END BRAKE COCK’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
19.08.1993 Repair ‘HANDRAILS’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
27.08.1993 Repair ‘BRAKE PIN’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
13.09.1993 Repair ‘HANDRAILS’.
13.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1015 A’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘HANDBRAKE HANDLE’.
28.10.1993 Repair ‘SIDE STEP’.
28.10.1993 Repair ‘WHEEL SET’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
29.10.1993 Repair ‘TRAIN PIPE (END)’.
29.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1015 A’
03.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘GRADE CONTROL VALVE’.
17.12.1993 Repair ‘WHEEL SET’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQLY 1015 A’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQLY 1015 A’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
07.04.1994 Alteration complete ‘RECLASSIFY ’ AQLY’ CONTAINER FLATS TO ‘RQLY‘.

(NRC022)’. New class: ‘RQLY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQLY 1015 A’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQLY 1015 A’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

2.711 Wagon classification starting with ‘RQM’

RQMF 2025

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.08.1989 Repair ‘HANDRAILS END’.
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28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 2025 F’
06.10.1989 Repair ‘HANDRAILS END’.
06.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 2025 F’
11.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1989 Repair ‘TWIST LOCK’.
11.11.1989 Repair ‘VEHICLE COMPLETE’.
11.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
05.01.1990 Repair ‘HANDRAILS END’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 2025 F’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.03.1990 Repair ‘COUPLER KNUCKLE’.
19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
19.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
03.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.06.1990 Repair ‘HANDRAILS END’.
03.06.1990 Repair ‘WHEEL SET’.
03.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 2025 F’
03.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 2025 F’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘COUPLER KNUCKLE’.
10.07.1990 Repair ‘EMPTY LOAD VALVE’.
10.07.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1990 Repair ‘STEP’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Repair ‘TWIST LOCK’.
10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BRANCH PIPE’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
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‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BOGIE BEARERS’.
06.11.1991 Repair ‘HANDRAILS END’.
06.11.1991 Repair ‘SIDE BEARER’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Repair ‘TWIST LOCK’.
06.11.1991 Repair ‘VEHICLE RECLASSIFY’.
06.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2025 F’
16.11.1991 Repair ‘BOGIE SPRING’.
16.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘VEHICLE COMPLETE’.
04.12.1991 Repair ‘WHEEL SET’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
08.03.1992 Repair ‘TWIST LOCK’.
08.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
15.03.1992 Repair ‘BRAKE BLOCK RB95’.
15.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘STRIKING CASTING’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘STRIKING CASTING’.
13.04.1992 Repair ‘TWIST LOCK’.
13.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1992 Repair ‘VEHICLE COMPLETE’.
13.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
21.05.1992 Repair ‘TWIST LOCK’.
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21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 2025 F’

12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
24.06.1992 Repair ‘TWIST LOCK’.
24.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
26.07.1992 Repair ‘BRANCH PIPE’.
26.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
08.10.1992 Repair ‘BOGIE BEARINGS’.
08.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
24.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BRAKE CONTROL PIPE’.
06.11.1992 Repair ‘BRANCH PIPE’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘EMPTY LOAD VALVE’.
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06.11.1992 Repair ‘GRADE CONTROL VALVE’.
06.11.1992 Repair ‘STRIKING CASTING’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘FLOOR COMPLETE’.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘EMPTY LOAD VALVE’.
08.04.1993 Repair ‘END SILL’.
08.04.1993 Repair ‘GRADE CONTROL VALVE’.
08.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘TWIST LOCK’.
17.06.1993 Repair ‘VEHICLE COMPLETE’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
05.08.1993 Repair ‘COUPLER KNUCKLE’.
05.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 2025 F’
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
15.08.1993 Repair ‘TWIST LOCK’.
15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
14.09.1993 Repair ‘BRAKE SPRING’.
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14.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 2025 F’

20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘WHEEL SET’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
07.04.1994 Alteration ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO ‘RQMY‘.

(NRC024)’. New class: ‘RQMY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKY 2025 F’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
03.09.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 2025 F’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2025 F’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2025 F’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
01.09.1995 Repair ‘VEHICLE RECLASSIFY’.
01.09.1995 Repair ‘VEHICLE RECLASSIFY’.
01.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2025 F’
02.09.1995 Reclassified from wagon ‘RQMF 2025 E’ to ’ wagon ‘RQMY 2025 L’.

RQMF 2026

07.04.1994 Alteration ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO ‘RQMY‘.
(NRC024)’. New class: ‘RQMY’.

09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQKY 2026 Y’
29.08.1995 Repair ‘VEHICLE RECLASSIFY’.
04.09.1995 Reclassified from wagon ‘RQMF 2026 N’ to ’ wagon ‘RQMY 2026 U’.

RQMF 2055

Details: wagon ‘RQMF 2055 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 31.03.1996
Last Brake Cylinder: 05.10.1989
Last Single Car Test: 21.12.1992
Last Lift: 28.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘CARD OR CLIP HOLDER’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
05.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1989 Repair ‘STANCHION’.
05.10.1989 Repair ‘STANCHION’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘VEHICLE RETARE’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
08.02.1990 Repair ‘BRAKE BLOCK RB95’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
03.03.1990 Repair ‘HANDRAILS END’.
03.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKY 2055 G’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

25.01.1991 Repair ‘END HOSE’.
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25.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 2055 G’

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
21.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.01.1992 Repair ‘SIDE BEARER’.
21.01.1992 Repair ‘TOP CENTRE PLATE’.
21.01.1992 Repair ‘YOKE COMPLETE’.
21.01.1992 Repair ‘YOKE PIN’.
21.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQKY 2055 G’
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘VEHICLE COMPLETE’.
24.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQKY 2055 G’
29.07.1992 Repair ‘HANDRAILS’.
29.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2055 G’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘VEHICLE RECLASSIFY’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2055 G’
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘HANDRAILS END’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2055 G’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
16.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
03.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1993 Repair ‘BRANCH PIPE’.
03.07.1993 Repair ‘COUPLER KNUCKLE’.
03.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1993 Repair ‘COUPLER KNUCKLE’.
11.09.1993 Repair ‘EMPTY LOAD VALVE’.
11.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘WHEEL SET’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2055 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2055 G’
31.10.1995 Repair ‘VEHICLE COMPLETE’.

18816



2.711. Wagon classification starting with ‘RQM’

21.02.1996 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 2060

Details: wagon ‘RQMF 2060 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 25.04.1995
Last Brake Cylinder: 14.08.1989
Last Single Car Test: 12.09.1988
Last Lift: 15.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘COUPLER KNUCKLE’.
14.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Repair ‘TWIST LOCK’.
14.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
16.12.1989 Repair ‘HANDRAILS END’.
16.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKY 2060 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘HANDRAILS END’.
31.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1992 Repair ‘SIDE BEARER’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Repair ‘VEHICLE RECLASSIFY’.
31.03.1992 Repair ‘VEHICLE STENCILS’.
31.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2060 P’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
03.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1992 Repair ‘BOGIE BEARERS’.
03.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1992 Repair ‘COUPLER KNUCKLE’.
03.07.1992 Repair ‘EMPTY LOAD VALVE’.
03.07.1992 Repair ‘GRADE CONTROL VALVE’.
03.07.1992 Repair ‘SIDE BEARER’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Repair ‘TWIST LOCK’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
02.09.1992 Repair ‘BOGIE BOLSTER’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BEARINGS’.
04.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘WHEEL SET’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BOLSTER’.
23.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1993 Repair ‘BOGIE SPRING’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Repair ‘STRIKING CASTING’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Repair ‘WHEEL SET’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BEARINGS’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
03.09.1993 Repair ‘STRIKING CASTING’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
03.10.1993 Repair ‘TWIST LOCK’.
03.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘RELAY VALVE’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
21.12.1993 Repair ‘BOGIE BEARINGS’.
21.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
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26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2060 P’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2060 P’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
12.04.1995 Repair ‘BOGIE COMPLETE’.
12.04.1995 Repair ‘VEHICLE RECLASSIFY’.
12.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2060 P’
25.04.1995 Repair ‘VEHICLE COMPLETE’.

RQMF 2072

Details: wagon ‘RQMF 2072 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 10.11.1995
Due Triple Valve: 01.02.1995
Last Brake Cylinder: 26.04.1991
Last Single Car Test: 19.01.1993
Last Lift: 24.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 6 NO.‘AQMX’ (1600 MM BOGIES) CONTAINER FLAT
WAGONS.‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ABSC‘. AQMX AS
SELECTED. (RS4229)’. New class: ‘AQSY’.

05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
27.07.1989 Repair ‘BRAKE BLOCK RB95’.
27.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
08.08.1989 Repair ‘BOGIE SPRING’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1989 Repair ‘BRANCH PIPE’.
28.08.1989 Repair ‘COUPLER KNUCKLE’.
28.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1989 Repair ‘TWIST LOCK’.
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28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Repair ‘TWIST LOCK’.
28.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
18.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘VEHICLE STENCILS’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
22.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
03.02.1990 Repair ‘BOGIE SPRING’.
03.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘WHEEL SET’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘EMPTY LOAD VALVE’.
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06.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘TWIST LOCK’.
06.03.1990 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Repair ‘BRAKE LEVER’.
19.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘EMPTY LOAD VALVE’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘WEAR PLATES & SADDLES’.
19.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
29.08.1990 Repair ‘BOGIE SPRING’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

30.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
06.12.1990 Repair ‘BRAKE BLOCK RB95’.
06.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
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13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
06.02.1991 Repair ‘BOGIE SPRING’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.03.1991 Repair ‘COUPLER KNUCKLE’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1991 Repair ‘EMPTY LOAD VALVE’.
06.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘TWIST LOCK’.
06.03.1991 Repair ‘WHEEL SET’.
06.03.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
27.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2072 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘BOGIE SPRING’.
26.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.04.1991 Repair ‘BRAKE LEVER’.
26.04.1991 Repair ‘BRAKE PULL ROD’.
26.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Repair ‘VEHICLE COMPLETE’.
26.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
09.05.1991 Repair ‘BOGIE SPRING’.
09.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Repair ‘TWIST LOCK’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
12.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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12.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 2072 S’

26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.08.1991 Repair ‘COUPLER KNUCKLE’.
10.08.1991 Repair ‘EMPTY LOAD VALVE’.
10.08.1991 Repair ‘GRADE CONTROL VALVE’.
10.08.1991 Repair ‘TWIST LOCK’.
10.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BRAKE CONTROL PIPE’.
28.10.1991 Repair ‘COUPLER KNUCKLE’.
28.10.1991 Repair ‘EMPTY LOAD VALVE’.
28.10.1991 Repair ‘GRADE CONTROL VALVE’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Repair ‘TWIST LOCK’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
18.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
23.01.1992 Repair ‘BOGIE SPRING’.
23.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘COUPLER KNUCKLE’.
03.02.1992 Repair ‘EMPTY LOAD VALVE’.
03.02.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1992 Repair ‘TWIST LOCK’.
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03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BEARERS’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
25.11.1992 Repair ‘HANDRAILS’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘COUPLER COMPLETE’.
16.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Repair ‘YOKE CARRIER’.
16.12.1992 Repair ‘YOKE COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE COMPLETE’.
07.01.1993 Repair ‘BOGIE SPRING’.
07.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
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07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2072 S’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘WHEEL SET’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
03.06.1993 Repair ‘STEP’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
05.06.1993 Repair ‘STEP’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1993 Repair ‘BRANCH PIPE’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘EMPTY LOAD VALVE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘WHEEL SET’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘WHEEL SET’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 2072 S’

30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2072 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2072 S’
13.05.1995 Repair ‘VEHICLE RECLASSIFY’.
13.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2072 S’
19.05.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.

RQMF 2074

Details: wagon ‘RQMF 2074 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.01.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 19.01.1996
Last Triple Valve: 27.05.1992
Last Brake Cylinder: 23.11.1991
Last Single Car Test: 21.12.1992
Last Lift: 01.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BRAKE BLOCK RB95’.
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘COUPLER KNUCKLE’.
25.08.1989 Repair ‘EMPTY LOAD VALVE’.
25.08.1989 Repair ‘GRADE CONTROL VALVE’.
25.08.1989 Repair ‘HANDRAILS END’.
25.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRAKE BLOCK RB95’.
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15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘BRAKE PULL ROD’.
28.09.1989 Repair ‘BRANCH PIPE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
21.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1989 Repair ‘HANDRAILS’.
21.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2074 N’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
30.10.1989 Repair ‘EMPTY LOAD VALVE’.
30.10.1989 Repair ‘GRADE CONTROL VALVE’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘BRAKE BLOCK OTHER’.
13.07.1990 Repair ‘HANDRAILS’.
13.07.1990 Repair ‘HANDRAILS END’.
13.07.1990 Repair ‘SIDE BEARER’.
13.07.1990 Repair ‘STEP’.
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13.07.1990 Repair ‘TRAIN PIPE (END)’.
13.07.1990 Repair ‘TWIST LOCK’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQKY 2074 N’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘CARD OR CLIP HOLDER’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘TWIST LOCK’.
27.09.1990 Repair ‘TWIST LOCK’.
27.09.1990 Repair ‘TWIST LOCK’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

23.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.11.1991 Repair ‘COUPLER KNUCKLE’.
23.11.1991 Repair ‘EMPTY LOAD VALVE’.
23.11.1991 Repair ‘GRADE CONTROL VALVE’.
23.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.11.1991 Repair ‘TWIST LOCK’.
23.11.1991 Repair ‘TWIST LOCK’.
23.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
16.01.1992 Repair ‘WHEEL SET’.
16.01.1992 Issued at location ‘Mount Lofty’ with a previous code of wagon

‘RQKY 2074 N’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.02.1992 Repair ‘COUPLER KNUCKLE’.
06.02.1992 Repair ‘EMPTY LOAD VALVE’.
06.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Repair ‘WHEEL SET’.
06.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
02.03.1992 Repair ‘VEHICLE RECLASSIFY’.
02.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2074 N’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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20.03.1992 Repair ‘BRAKE BLOCK RB95’.
20.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1992 Repair ‘COUPLER KNUCKLE’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘GRADE CONTROL VALVE’.
20.03.1992 Repair ‘TWIST LOCK’.
20.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
03.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘BOGIE BEARINGS’.
07.04.1992 Repair ‘COUPLER KNUCKLE’.
07.04.1992 Repair ‘EMPTY LOAD VALVE’.
07.04.1992 Repair ‘GRADE CONTROL VALVE’.
07.04.1992 Repair ‘TWIST LOCK’.
07.04.1992 Repair ‘TWIST LOCK’.
07.04.1992 Repair ‘TWIST LOCK’.
07.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1992 Repair ‘BRAKE BLOCK RB95’.
27.05.1992 Repair ‘BRAKE LEVER’.
27.05.1992 Repair ‘BRAKE PULL ROD’.
27.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘WHEEL SET’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1992 Repair ‘BRAKE LEVER’.
09.12.1992 Repair ‘BRAKE PULL ROD’.
09.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
09.12.1992 Repair ‘EMPTY LOAD VALVE’.
09.12.1992 Repair ‘GRADE CONTROL VALVE’.
09.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1992 Repair ‘WHEEL SET’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘VEHICLE STENCILS’.
21.12.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2074 N’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1993 Repair ‘WHEEL SET’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
24.08.1993 Repair ‘BOGIE BOLSTER’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2074 N’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1993 Repair ‘COUPLER KNUCKLE’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2074 N’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKY 2074 N’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2074 N’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2074 N’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2074 N’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon
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‘RQKY 2074 N’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 2377

Details: wagon ‘RQMF 2377 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKF
BSG Code: FSQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.10.1995
Due Triple Valve: 01.03.1997
Last Brake Cylinder: 04.05.1993
Last Lift: 19.03.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.08.1989 Repair ‘HANDRAILS END’.
21.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKF 2377 X’
25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKF 2377 X’
28.10.1989 Repair ‘STEP’.
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28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RQKF 2377 X’

25.11.1989 Repair ‘HANDRAILS END’.
25.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKF 2377 X’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

21.01.1991 Repair ‘HANDRAILS END’.
21.01.1991 Repair ‘STEP’.
21.01.1991 Repair ‘TWIST LOCK’.
21.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKF 2377 X’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
04.04.1991 Repair ‘HANDRAILS’.
04.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.07.1991 Repair ‘HANDRAILS’.
29.07.1991 Repair ‘STEP’.
29.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKF 2377 X’
09.08.1991 Repair ‘BOGIE BEARERS’.
09.08.1991 Repair ‘HANDRAILS END’.
09.08.1991 Repair ‘SIDE BEARER’.
09.08.1991 Repair ‘VEHICLE STENCILS’.
09.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2377 X’
23.08.1991 Repair ‘TWIST LOCK’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘SIDE BEARER’.
18.09.1991 Repair ‘STANCHION’.
18.09.1991 Repair ‘TOP CENTRE PLATE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
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05.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRANCH PIPE’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
07.01.1992 Repair ‘BOGIE SPRING’.
07.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
11.03.1992 Repair ‘STEP’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
07.04.1992 Repair ‘STEP’.
07.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
22.05.1992 Repair ‘VEHICLE COMPLETE’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
08.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.09.1992 Repair ‘VEHICLE COMPLETE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
11.09.1992 Repair ‘VEHICLE COMPLETE’.
11.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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24.09.1992 Repair ‘STANCHION’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Repair ‘VEHICLE RETARE’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
16.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘TOP CENTRE PLATE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
18.01.1994 Repair ‘HANDRAILS END’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2377 X’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
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09.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKF 2377 X’

02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2377 X’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2377 X’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2377 X’
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2377 X’
10.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE RECLASSIFY’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.

RQMF 2772

Details: wagon ‘RQMF 2772 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.10.1974
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKF
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 24.05.1996
Last Brake Cylinder: 06.03.1989
Last Single Car Test: 21.01.1993
Last Lift: 01.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.07.1989 Repair ‘HANDRAILS’.
20.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKF 2772 Y’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1989 Repair ‘TWIST LOCK’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Repair ‘VEHICLE COMPLETE’.
21.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
31.05.1990 Repair ‘STEP’.
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
31.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKF 2772 Y’
17.06.1990 Repair ‘COUPLER COMPLETE’.
17.06.1990 Repair ‘STEP’.
17.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKF 2772 Y’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

07.11.1991 Repair ‘HANDRAILS END’.
07.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKF 2772 Y’
09.12.1991 Repair ‘VEHICLE RECLASSIFY’.
09.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2772 Y’
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10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BEARERS’.
10.12.1991 Repair ‘HANDRAILS END’.
10.12.1991 Repair ‘SIDE BEARER’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
10.12.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2772 Y’
17.01.1992 Repair ‘TWIST LOCK’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
30.01.1992 Repair ‘TWIST LOCK’.
30.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKF 2772 Y’
08.02.1992 Repair ‘TWIST LOCK’.
08.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘STRIKING CASTING’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
04.04.1992 Repair ‘END HOSE’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
23.05.1992 Repair ‘TWIST LOCK’.
23.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKF 2772 Y’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘VEHICLE STENCILS’.
21.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2772 Y’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BOLSTER’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
31.08.1993 Repair ‘BOGIE BEARERS’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
15.10.1993 Repair ‘END HOSE’.
15.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
24.12.1993 Repair ‘BRAKE PIN’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.
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(NRC023)’. New class: ‘RQKY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKF 2772 Y’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKF 2772 Y’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKF 2772 Y’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2772 Y’
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKF 2772 Y’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 2775

Details: wagon ‘RQMF 2775 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 22.12.1978
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.03.1996
Last Brake Cylinder: 18.03.1992
Last Lift: 15.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.09.1989 Repair ‘END HOSE’.
06.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2775 C’
23.09.1989 Repair ‘STEP’.
23.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2775 C’
27.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2775 C’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
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23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.10.1990 Repair ‘HANDRAILS’.
11.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2775 C’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘BOGIE BEARERS’.
12.11.1991 Repair ‘BRAKE PULL ROD’.
12.11.1991 Repair ‘HANDRAILS END’.
12.11.1991 Repair ‘SIDE BEARER’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘TWIST LOCK’.
12.11.1991 Repair ‘VEHICLE COMPLETE’.
12.11.1991 Repair ‘VEHICLE RECLASSIFY’.
12.11.1991 Repair ‘VEHICLE STENCILS’.
12.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 2775 C’
28.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE COMPLETE’.
18.03.1992 Repair ‘BRAKE LEVER’.
18.03.1992 Repair ‘BRAKE PULL ROD’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE SIDEFRAME’.
03.04.1992 Repair ‘BOGIE SPRING’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
11.06.1992 Repair ‘STEP’.
11.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 2775 C’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘STEP’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRAKE LEVER’.
16.12.1992 Repair ‘BRAKE PULL ROD’.
16.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.12.1992 Repair ‘YOKE COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.02.1993 Repair ‘COUPLER KNUCKLE’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
27.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1993 Repair ‘BOGIE SPRING’.
27.03.1993 Repair ‘TWIST LOCK’.
27.03.1993 Repair ‘TWIST LOCK’.
27.03.1993 Repair ‘TWIST LOCK’.
27.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
27.06.1993 Repair ‘STEP’.
27.06.1993 Repair ‘TWIST LOCK’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
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07.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
01.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
11.09.1993 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BOGIE BOLSTER’.
24.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1994 Repair ‘BOGIE COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘WHEEL SET’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2775 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 2775 C’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
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24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 2775 C’

15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 2775 C’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 2775 C’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Mile End’ with a previous code of wagon ‘RQKY 2775 C’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 3059

Details: wagon ‘RQMF 3059 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.03.1996
Last Brake Cylinder: 27.08.1991
Last Lift: 09.02.1987
Cont Connector Type:] P
Cont Max Slots: 3
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16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 6 NO.‘AQMX’ (1600 MM BOGIES) CONTAINER FLAT
WAGONS.‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ABSC‘. AQMX AS
SELECTED. (RS4229)’. New class: ‘AQSY’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘END BRAKE COCK’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
01.08.1989 Repair ‘HANDRAILS END’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1989 Repair ‘EMPTY LOAD VALVE’.
19.09.1989 Repair ‘GRADE CONTROL VALVE’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
25.09.1989 Repair ‘END BRAKE COCK’.
25.09.1989 Repair ‘END HOSE’.
25.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
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29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE BEARINGS’.
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Repair ‘COUPLER KNUCKLE’.
29.09.1989 Repair ‘EMPTY LOAD VALVE’.
29.09.1989 Repair ‘GRADE CONTROL VALVE’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Repair ‘TWIST LOCK’.
29.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
22.10.1989 Repair ‘TWIST LOCK’.
22.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1989 Repair ‘BRAKE LEVER’.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
30.10.1989 Repair ‘EMPTY LOAD VALVE’.
30.10.1989 Repair ‘GRADE CONTROL VALVE’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘STANCHION’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘END BRAKE COCK’.
02.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
24.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
21.12.1990 Repair ‘CENTRE SILL’.
21.12.1990 Repair ‘CENTRE SILL’.
21.12.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3059 C’
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09.01.1991 Repair ‘BOGIE SPRING’.
09.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
11.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
23.02.1991 Repair ‘BRAKE BLOCK RB95’.
23.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
05.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘WHEEL SET’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
27.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3059 C’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘BOGIE SPRING’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

13.06.1991 Repair ‘BRAKE BLOCK RB95’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
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07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1991 Repair ‘BRAKE FULCRUM BRACKET’.
15.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1991 Repair ‘VEHICLE COMPLETE’.
15.07.1991 Repair ‘VEHICLE COMPLETE’.
15.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
27.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKY 3059 C’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BRAKE PULL ROD’.
27.08.1991 Repair ‘COUPLER KNUCKLE’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘GRADE CONTROL VALVE’.
27.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
29.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
04.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.10.1991 Repair ‘YOKE CARRIER’.
04.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘EMPTY LOAD VALVE’.
09.10.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
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22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘STRIKING CASTING’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
04.02.1992 Repair ‘TWIST LOCK’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
24.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
29.04.1992 Repair ‘TWIST LOCK’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.06.1992 Repair ‘EMPTY LOAD VALVE’.
02.06.1992 Repair ‘GRADE CONTROL VALVE’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BOGIE SPRING’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘CARD OR CLIP HOLDER’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1992 Repair ‘STRIKING CASTING’.
16.06.1992 Repair ‘YOKE CARRIER’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 3059 C’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘COUPLER COMPLETE’.
07.09.1992 Repair ‘EMPTY LOAD VALVE’.
07.09.1992 Repair ‘GRADE CONTROL VALVE’.
07.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘COUPLER COMPLETE’.
06.10.1992 Repair ‘COUPLER KNUCKLE’.
06.10.1992 Repair ‘EMPTY LOAD VALVE’.
06.10.1992 Repair ‘GRADE CONTROL VALVE’.
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE COMPLETE’.
07.04.1993 Repair ‘VEHICLE COMPLETE’.
07.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
29.07.1993 Repair ‘BOGIE SIDEFRAME’.

18853



2. TIMS GROUP INFORMATION - WAGONS

29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 3059 C’

25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
03.09.1993 Repair ‘END SILL’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BEARERS’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
17.11.1993 Repair ‘BRAKE SPRING’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
24.11.1993 Repair ‘END HOSE’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BOGIE COMPLETE’.
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25.01.1994 Repair ‘BRAKE LEVER’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKY 3059 C’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3059 C’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 3059 C’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
26.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3059 C’
12.05.1995 Repair ‘VEHICLE RECLASSIFY’.
12.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3059 C’
19.05.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 3065

Details: wagon ‘RQMF 3065 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
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BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 24.01.1996
Last Triple Valve: 17.07.1992
Last Lift: 01.03.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘CARD OR CLIP HOLDER’.
14.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQKY 3065 U’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘BRAKE LEVER’.
29.08.1990 Repair ‘STANCHION’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘TWIST LOCK’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE COMPLETE’.
29.08.1990 Repair ‘VEHICLE RETARE’.
29.08.1990 Repair ‘WHEEL SET’.
29.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

13.08.1991 Repair ‘BOGIE BEARERS’.
13.08.1991 Repair ‘VEHICLE RECLASSIFY’.
13.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3065 U’
30.08.1991 Repair ‘BOGIE BEARERS’.
30.08.1991 Repair ‘BRAKE PULL ROD’.
30.08.1991 Repair ‘SIDE BEARER’.
30.08.1991 Repair ‘STRIKING CASTING’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.
30.08.1991 Repair ‘VEHICLE STENCILS’.
30.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3065 U’
02.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.

18857



2. TIMS GROUP INFORMATION - WAGONS

02.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
02.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 3065 U’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
23.01.1992 Repair ‘BOGIE SPRING’.
23.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
31.01.1992 Repair ‘BOGIE SPRING’.
31.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BRAKE BLOCK RB101’.
05.02.1992 Repair ‘BRAKE PIN’.
05.02.1992 Repair ‘VEHICLE COMPLETE’.
05.02.1992 Repair ‘WHEEL SET’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
10.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘EMPTY LOAD VALVE’.
17.07.1992 Repair ‘END BRAKE COCK’.
17.07.1992 Repair ‘GRADE CONTROL VALVE’.
17.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1992 Repair ‘BOGIE SPRING’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
24.10.1992 Repair ‘SIDE STEP’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
15.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 3065 U’
05.12.1992 Repair ‘HANDRAILS END’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BEARINGS’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Repair ‘WHEEL SET’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
19.08.1993 Repair ‘BOGIE BOLSTER’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
31.08.1993 Repair ‘BOGIE COMPLETE’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Repair ‘WHEEL SET’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
23.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘BOGIE BEARERS’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
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10.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3065 U’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3065 U’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3065 U’
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 3082

Details: wagon ‘RQMF 3082 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.06.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 19.12.1995
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 17.04.1989
Last Single Car Test: 19.11.1992
Last Lift: 15.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘CARD OR CLIP HOLDER’.
20.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘BRAKE PULL ROD’.
09.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 3082 J’
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘COUPLER KNUCKLE’.
23.06.1990 Repair ‘TRAIN PIPE (END)’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG
‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE BEARERS’.
20.11.1991 Repair ‘BRAKE PULL ROD’.
20.11.1991 Repair ‘HANDRAILS END’.
20.11.1991 Repair ‘SIDE BEARER’.
20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Repair ‘VEHICLE RECLASSIFY’.
20.11.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3082 J’
11.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
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17.12.1991 Repair ‘END HOSE’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
12.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘END BRAKE COCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘VEHICLE STENCILS’.
19.11.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3082 J’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BOLSTER’.
15.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BOLSTER’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BOGIE SIDEFRAME’.
14.04.1993 Repair ‘BRAKE LEVER’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘EMPTY LOAD VALVE’.
14.04.1993 Repair ‘GRADE CONTROL VALVE’.
14.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
28.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKY 3082 J’
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

18862



2.711. Wagon classification starting with ‘RQM’

03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKY 3082 J’
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQKY 3082 J’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 3082 J’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 3082 J’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 3082 J’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 3082 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 3082 J’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.

RQMF 4209

Details: wagon ‘RQMF 4209 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 16.12.1995
Last Brake Cylinder: 10.09.1991
Last Single Car Test: 21.12.1988
Last Lift: 27.03.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.08.1989 Repair ‘HANDRAILS END’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4209 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

21.08.1991 Repair ‘BOGIE BEARERS’.
21.08.1991 Repair ‘SIDE BEARER’.
21.08.1991 Repair ‘TOP CENTRE PLATE’.
21.08.1991 Repair ‘VEHICLE RECLASSIFY’.
21.08.1991 Repair ‘VEHICLE STENCILS’.
21.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4209 F’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Repair ‘VEHICLE COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4209 F’

22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘TOP CENTRE PLATE’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘EMPTY LOAD VALVE’.
08.05.1992 Repair ‘GRADE CONTROL VALVE’.
08.05.1992 Repair ‘STANCHION’.
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Repair ‘VEHICLE RETARE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
20.07.1992 Repair ‘STEP’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘COUPLER KNUCKLE’.
19.08.1992 Repair ‘EMPTY LOAD VALVE’.
19.08.1992 Repair ‘GRADE CONTROL VALVE’.
19.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
22.08.1992 Repair ‘TWIST LOCK’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
18.10.1992 Repair ‘TWIST LOCK’.
18.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4209 F’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BEARINGS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BOLSTER’.
21.04.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER COMPLETE’.
12.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘WHEEL SET’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
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24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4209 F’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4209 F’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4209 F’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
11.04.1995 Repair ‘BOGIE COMPLETE’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4209 F’
09.12.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.

RQMF 4244

Details: wagon ‘RQMF 4244 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 13.04.1995
Due Triple Valve: 01.05.1997
Last Brake Cylinder: 14.02.1991
Last Single Car Test: 21.12.1993
Last Lift: 19.05.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
11.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4244 P’

16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
21.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
05.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
07.10.1989 Repair ‘BRAKE BLOCK RB95’.
07.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘WHEEL SET’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
26.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
17.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4244 P’
19.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.02.1990 Repair ‘TWIST LOCK’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘YOKE CARRIER’.
03.02.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
03.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘BOGIE COMPLETE’.
03.03.1990 Repair ‘COUPLER KNUCKLE’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘BRAKE LEVER’.
13.06.1990 Repair ‘BRANCH PIPE’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘VEHICLE COMPLETE’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
04.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE COMPLETE’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
19.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
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AQSY. (RS4537)’.
05.10.1990 Repair ‘BRAKE BLOCK RB95’.
05.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
12.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
14.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
26.10.1990 Repair ‘END BRAKE COCK’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1990 Repair ‘BOGIE COMPLETE’.
01.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
01.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.11.1990 Repair ‘TWIST LOCK’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Repair ‘VEHICLE COMPLETE’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
20.12.1990 Repair ‘HOSE FITTINGS’.
20.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
27.01.1991 Repair ‘BOGIE SPRING’.
27.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
05.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘BRAKE PULL ROD’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘WHEEL SET’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
25.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.02.1991 Repair ‘STEP’.
25.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4244 P’

25.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4244 P’

18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

25.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.04.1991 Repair ‘HANDRAILS’.
25.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4244 P’
07.05.1991 Repair ‘BOGIE SPRING’.
07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
11.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1991 Repair ‘BRAKE PULL ROD’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Repair ‘TWIST LOCK’.
12.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1991 Repair ‘TRAIN PIPE (END)’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Repair ‘WHEEL SET’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
30.07.1991 Repair ‘TWIST LOCK’.
30.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
09.08.1991 Repair ‘END HOSE’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon
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‘RQKY 4244 P’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
11.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
13.09.1991 Repair ‘SIDE STEP’.
13.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
19.10.1991 Repair ‘TWIST LOCK’.
19.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
31.10.1991 Repair ‘TWIST LOCK’.
31.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4244 P’
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
09.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Repair ‘TWIST LOCK’.
20.11.1991 Repair ‘TWIST LOCK’.
20.11.1991 Repair ‘TWIST LOCK’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE FRICTION WEDGE’.
21.01.1992 Repair ‘BOGIE SPRING’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Repair ‘HEADSTOCK’.
21.01.1992 Repair ‘TWIST LOCK’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘EMPTY LOAD VALVE’.
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03.03.1992 Repair ‘GRADE CONTROL VALVE’.
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Repair ‘TWIST LOCK’.
03.03.1992 Repair ‘YOKE CARRIER’.
03.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE BOLSTER’.
28.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.03.1992 Repair ‘BOGIE SIDEFRAME’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
15.04.1992 Repair ‘BOGIE SPRING’.
15.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
23.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
21.06.1992 Repair ‘TWIST LOCK’.
21.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Repair ‘VEHICLE COMPLETE’.
26.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BEARINGS’.
18.09.1992 Repair ‘BOGIE SPRING’.
18.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘EMPTY LOAD VALVE’.
18.09.1992 Repair ‘GRADE CONTROL VALVE’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘TWIST LOCK’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
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01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BEARERS’.
16.03.1993 Repair ‘BOGIE BEARERS’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BOGIE COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
22.04.1993 Repair ‘VEHICLE RECLASSIFY’.
22.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4244 P’
22.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
01.07.1993 Repair ‘BOGIE SIDEFRAME’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
07.08.1993 Repair ‘TWIST LOCK’.
07.08.1993 Repair ‘YOKE CARRIER’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
21.08.1993 Repair ‘YOKE CARRIER’.
21.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Repair ‘GRADE CONTROL VALVE’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
23.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1993 Repair ‘WHEEL SET’.
23.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘HANDRAILS END’.
21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4244 P’
21.12.1993 Issued at location ‘Islington Works’ with a previous code of wagon
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‘RQKY 4244 P’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB95’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
09.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4244 P’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4244 P’
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13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4244 P’

RQMF 4260

Details: wagon ‘RQMF 4260 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.07.1996
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 09.08.1991
Last Single Car Test: 13.01.1988
Last Lift: 08.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4260 S’

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
15.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
04.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
13.08.1989 Repair ‘BOGIE SPRING’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1989 Repair ‘BOGIE SPRING’.
08.09.1989 Repair ‘BRAKE BLOCK RB101’.
08.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘EMPTY LOAD VALVE’.
08.09.1989 Repair ‘GRADE CONTROL VALVE’.
08.09.1989 Repair ‘STEP’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1989 Repair ‘WHEEL SET’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
19.10.1989 Repair ‘TWIST LOCK’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
18.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1989 Repair ‘BOGIE SIDEFRAME’.
18.11.1989 Repair ‘COUPLER KNUCKLE’.
18.11.1989 Repair ‘EMPTY LOAD VALVE’.
18.11.1989 Repair ‘GRADE CONTROL VALVE’.
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18.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.11.1989 Repair ‘VEHICLE COMPLETE’.
18.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
25.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
29.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
30.06.1990 Repair ‘BOGIE SPRING’.
30.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
21.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
06.09.1990 Repair ‘SIDE BEARER CLEARANCE’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
23.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
26.09.1990 Repair ‘BOGIE SPRING’.
26.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
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04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1991 Repair ‘BRAKE PULL ROD’.
04.01.1991 Repair ‘COUPLER KNUCKLE’.
04.01.1991 Repair ‘EMPTY LOAD VALVE’.
04.01.1991 Repair ‘GRADE CONTROL VALVE’.
04.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Repair ‘TWIST LOCK’.
04.01.1991 Repair ‘WHEEL SET’.
04.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
11.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
17.04.1991 Repair ‘STEP’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

27.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
27.07.1991 Repair ‘HANDRAILS’.
27.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
09.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1991 Repair ‘COUPLER KNUCKLE’.
09.08.1991 Repair ‘EMPTY LOAD VALVE’.
09.08.1991 Repair ‘GRADE CONTROL VALVE’.
09.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘TWIST LOCK’.
09.08.1991 Repair ‘WHEEL SET’.
09.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘COUPLER COMPLETE’.
30.09.1991 Repair ‘COUPLER KNUCKLE’.
30.09.1991 Repair ‘EMPTY LOAD VALVE’.
30.09.1991 Repair ‘GRADE CONTROL VALVE’.
30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘TWIST LOCK’.
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30.09.1991 Repair ‘TWIST LOCK’.
30.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
30.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
13.11.1991 Repair ‘BRAKE BLOCK RB95’.
13.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘STRIKING CASTING’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.02.1992 Repair ‘BOGIE COMPLETE’.
12.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1992 Repair ‘VEHICLE COMPLETE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
11.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE SIDEFRAME’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘EMPTY LOAD VALVE’.
16.06.1992 Repair ‘GRADE CONTROL VALVE’.
16.06.1992 Repair ‘STANCHION’.
16.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
06.08.1992 Repair ‘STEP’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
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30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4260 S’
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
31.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
12.06.1993 Repair ‘COUPLER COMPLETE’.
12.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
07.09.1993 Repair ‘BOGIE SPRING’.
07.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKY 4260 S’
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘BOGIE COMPLETE’.
28.12.1993 Repair ‘VEHICLE COMPLETE’.
28.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
08.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
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24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4260 S’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4260 S’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4260 S’
20.12.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQMF 4282

Details: wagon ‘RQMF 4282 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CN CM CH AD
Return to Service Date: 18.10.1996
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 08.11.1990
Last Lift: 07.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
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15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
19.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1989 Repair ‘TWIST LOCK’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1990 Repair ‘BRAKE PULL ROD’.
02.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Repair ‘TWIST LOCK’.
02.01.1990 Repair ‘WHEEL SET’.
02.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
09.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
28.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
29.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
01.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
15.05.1990 Repair ‘TWIST LOCK’.
15.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
23.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1990 Repair ‘BOGIE SPRING’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4282 G’
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
27.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
23.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Repair ‘TWIST LOCK’.
26.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
28.09.1990 Repair ‘BOGIE SPRING’.
28.09.1990 Repair ‘HANDRAILS’.
28.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
23.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
02.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BOGIE COMPLETE’.
30.11.1990 Repair ‘COUPLER KNUCKLE’.
30.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘VEHICLE STENCILS’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘COUPLER KNUCKLE’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.

18886



2.711. Wagon classification starting with ‘RQM’

31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
12.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
20.03.1991 Repair ‘BOGIE SPRING’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘BOGIE SPRING’.
27.03.1991 Repair ‘ISOLATING COCK’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Repair ‘TWIST LOCK’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BOGIE BOLSTER’.
17.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
17.07.1991 Repair ‘BOGIE SIDEFRAME’.
17.07.1991 Repair ‘BRAKE BLOCK RB95’.
17.07.1991 Repair ‘COUPLER KNUCKLE’.
17.07.1991 Repair ‘EMPTY LOAD VALVE’.
17.07.1991 Repair ‘GRADE CONTROL VALVE’.
17.07.1991 Repair ‘TWIST LOCK’.
17.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
21.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Repair ‘TWIST LOCK’.
29.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
31.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
14.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
21.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.09.1991 Repair ‘BRAKE BLOCK RB95’.
21.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.
07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Repair ‘TWIST LOCK’.
07.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘VEHICLE COMPLETE’.
14.11.1991 Repair ‘WHEEL SET’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
11.12.1991 Repair ‘BRAKE BLOCK RB95’.
11.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
16.01.1992 Repair ‘BOGIE SPRING’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
02.02.1992 Repair ‘TWIST LOCK’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
29.02.1992 Repair ‘BRAKE BLOCK RB95’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
10.03.1992 Repair ‘TWIST LOCK’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
07.05.1992 Repair ‘SHUNT PAD’.
07.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4282 G’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE COMPLETE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
10.06.1992 Repair ‘TWIST LOCK’.
10.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
04.08.1992 Repair ‘HANDRAILS’.
04.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Repair ‘VEHICLE COMPLETE’.
28.08.1992 Repair ‘WHEEL SET’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
28.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.12.1992 Repair ‘COUPLER KNUCKLE’.
21.12.1992 Repair ‘STANCHION’.
21.12.1992 Repair ‘STANCHION’.
21.12.1992 Repair ‘STANCHION’.
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Repair ‘VEHICLE COMPLETE’.
21.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
11.03.1993 Repair ‘TWIST LOCK’.
11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
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01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘WHEEL SET’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘EMPTY LOAD VALVE’.
23.06.1993 Repair ‘GRADE CONTROL VALVE’.
23.06.1993 Repair ‘SHUNT PAD’.
23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Repair ‘WHEEL SET’.
23.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
24.06.1993 Repair ‘STEP’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
27.09.1993 Repair ‘STEP’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
27.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4282 G’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘BRAKE BLOCK RB95’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
22.01.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
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16.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4282 G’

29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4282 G’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE RECLASSIFY’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4282 G’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4282 G’
22.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 4305

Details: wagon ‘RQMF 4305 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.04.1995
Due Triple Valve: 01.07.1996
Last Triple Valve: 28.04.1990
Last Brake Cylinder: 22.04.1991
Last Single Car Test: 19.01.1993
Last Lift: 15.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

08.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.07.1989 Repair ‘COUPLER KNUCKLE’.
08.07.1989 Repair ‘EMPTY LOAD VALVE’.
08.07.1989 Repair ‘GRADE CONTROL VALVE’.
08.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Repair ‘TWIST LOCK’.
08.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4305 W’

05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1989 Repair ‘SHUNT PAD’.
26.09.1989 Repair ‘SHUNT PAD’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
02.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
04.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’

18893



2. TIMS GROUP INFORMATION - WAGONS

01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
28.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Repair ‘BOGIE SIDEFRAME’.
28.04.1990 Repair ‘BRAKE LEVER’.
28.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.04.1990 Repair ‘TWIST LOCK’.
28.04.1990 Repair ‘VEHICLE COMPLETE’.
28.04.1990 Repair ‘WHEEL SET’.
28.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
29.07.1990 Repair ‘COUPLER KNUCKLE’.
29.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
12.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Repair ‘STEP’.
28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘WHEEL SET’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
25.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
04.01.1991 Repair ‘HANDRAILS’.
04.01.1991 Repair ‘STEP’.
04.01.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQKY 4305 W’
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3
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‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
22.04.1991 Repair ‘BRAKE LEVER’.
22.04.1991 Repair ‘BRAKE PULL ROD’.
22.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘TWIST LOCK’.
22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
14.06.1991 Repair ‘BRAKE BLOCK RB95’.
14.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
15.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
15.07.1991 Repair ‘TWIST LOCK’.
15.07.1991 Repair ‘VEHICLE COMPLETE’.
15.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
04.09.1991 Repair ‘BOGIE SPRING’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1991 Repair ‘TWIST LOCK’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
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14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE SPRING’.
06.12.1991 Repair ‘COUPLER COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
28.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘WHEEL SET’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE SIDEFRAME’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.07.1992 Repair ‘WHEEL SET’.
14.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4305 W’
21.12.1992 Repair ‘HANDRAILS END’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4305 W’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1993 Repair ‘COUPLER KNUCKLE’.
01.07.1993 Repair ‘EMPTY LOAD VALVE’.
01.07.1993 Repair ‘GRADE CONTROL VALVE’.
01.07.1993 Repair ‘WHEEL SET’.
01.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
12.09.1993 Repair ‘END HOSE’.
12.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1994 Repair ‘BOGIE COMPLETE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘VEHICLE STENCILS’.
25.01.1994 Repair ‘WHEEL SET’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4305 W’
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4305 W’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4305 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
13.04.1995 Repair ‘BOGIE COMPLETE’.
13.04.1995 Repair ‘VEHICLE RECLASSIFY’.
13.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4305 W’

RQMF 4309

Details: wagon ‘RQMF 4309 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.12.1975
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.06.1996
Due Triple Valve: 01.07.1996
Last Triple Valve: 08.08.1989
Last Brake Cylinder: 07.09.1990
Last Single Car Test: 08.11.1993
Last Lift: 24.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

06.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Repair ‘BRAKE SPRING’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
27.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
01.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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01.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQKY 4309 M’

15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
17.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
20.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
18.10.1989 Repair ‘BOGIE SPRING’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1989 Repair ‘COUPLER KNUCKLE’.
25.10.1989 Repair ‘EMPTY LOAD VALVE’.
25.10.1989 Repair ‘GRADE CONTROL VALVE’.
25.10.1989 Repair ‘SIDE BEARER CLEARANCE’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Repair ‘TWIST LOCK’.
25.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1989 Repair ‘TWIST LOCK’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
11.11.1989 Repair ‘BOGIE SPRING’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
23.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
05.01.1990 Repair ‘BRAKE BLOCK RB95’.
05.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.03.1990 Repair ‘BRAKE BLOCK RB95’.
31.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1990 Repair ‘TWIST LOCK’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘TWIST LOCK’.
23.04.1990 Repair ‘WHEEL SET’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
18.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1990 Repair ‘BRAKE BLOCK RB95’.
07.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1990 Repair ‘TWIST LOCK’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘WHEEL SET’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1991 Repair ‘TWIST LOCK’.
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08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
27.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Repair ‘BOGIE SPRING’.
07.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
13.02.1991 Repair ‘EMPTY LOAD VALVE’.
13.02.1991 Repair ‘GRADE CONTROL VALVE’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE COMPLETE’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘GRADE CONTROL VALVE’.
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
25.08.1991 Repair ‘STEP’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
13.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘GRADE CONTROL VALVE’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
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16.10.1991 Repair ‘STRIKING CASTING’.
16.10.1991 Repair ‘TWIST LOCK’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
31.10.1991 Repair ‘TWIST LOCK’.
31.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQKY 4309 M’
29.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
04.01.1992 Repair ‘BOGIE SPRING’.
04.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.02.1992 Repair ‘BRAKE PULL ROD’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.
17.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Repair ‘TWIST LOCK’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BEARERS’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
29.04.1992 Repair ‘BOGIE SPRING’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BEARERS’.
26.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1992 Repair ‘BOGIE SPRING’.
26.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
26.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Repair ‘WHEEL SET’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.06.1992 Repair ‘BOGIE SIDEFRAME’.
26.06.1992 Repair ‘COUPLER KNUCKLE’.
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Repair ‘TWIST LOCK’.
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26.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BOGIE COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
23.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1993 Repair ‘WHEEL SET’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.11.1993 Repair ‘HANDRAILS END’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4309 M’
20.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1993 Repair ‘BRAKE BLOCK RB95’.
20.11.1993 Repair ‘BRAKE LEVER’.
20.11.1993 Repair ‘VEHICLE COMPLETE’.
20.11.1993 Repair ‘WHEEL SET’.
20.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘WHEEL SET’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKY 4309 M’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4309 M’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4309 M’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4309 M’
13.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQMF 4320

Details: wagon ‘RQMF 4320 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.04.1995
Last Brake Cylinder: 11.04.1988
Last Single Car Test: 19.01.1993
Last Lift: 21.01.1986
Cont Connector Type:] P
Cont Max Slots: 3

16.09.1987 Alteration complete ‘FIT RB14 ‘STUCKI’ CONSTANT CONTACT
SIDEBEARERS TO 6 NO.‘AQMX’ (1600 MM BOGIES) CONTAINER FLAT
WAGONS.‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR
110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED ‘ABSC‘. AQMX AS
SELECTED. (RS4229)’. New class: ‘AQSY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
28.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
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03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
11.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
20.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
24.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
15.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
29.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘WHEEL SET’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
05.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
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30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘WHEEL SET’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘BOGIE COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘VEHICLE STENCILS’.
11.05.1990 Repair ‘WHEEL SET’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘COUPLER KNUCKLE’.
27.07.1990 Repair ‘EMPTY LOAD VALVE’.
27.07.1990 Repair ‘GRADE CONTROL VALVE’.
27.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
20.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.10.1990 Repair ‘COUPLER KNUCKLE’.
20.10.1990 Repair ‘EMPTY LOAD VALVE’.
20.10.1990 Repair ‘GRADE CONTROL VALVE’.
20.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
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23.10.1990 Repair ‘END HOSE’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
06.11.1990 Repair ‘BRAKE BLOCK RB95’.
06.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BRAKE BLOCK RB95’.
20.11.1990 Repair ‘END HOSE’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
08.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BRAKE BLOCK RB95’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Repair ‘WHEEL SET’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
14.02.1991 Repair ‘BRAKE BLOCK RB95’.
14.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘COUPLER COMPLETE’.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘EMPTY LOAD VALVE’.
23.03.1991 Repair ‘GRADE CONTROL VALVE’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

23.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
03.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
12.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4320 Q’
15.05.1991 Repair ‘BRAKE BLOCK RB95’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
17.05.1991 Repair ‘BOGIE SIDEFRAME’.
17.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘TWIST LOCK’.
21.06.1991 Repair ‘TWIST LOCK’.
21.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1991 Repair ‘WHEEL SET’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE SIDEFRAME’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
04.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
07.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1991 Repair ‘BRAKE PIN’.
16.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1991 Repair ‘COUPLER KNUCKLE’.
16.09.1991 Repair ‘EMPTY LOAD VALVE’.
16.09.1991 Repair ‘GRADE CONTROL VALVE’.
16.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1991 Repair ‘TWIST LOCK’.
16.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘COUPLER COMPLETE’.
04.10.1991 Repair ‘COUPLER KNUCKLE’.
04.10.1991 Repair ‘EMPTY LOAD VALVE’.
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04.10.1991 Repair ‘GRADE CONTROL VALVE’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Repair ‘TWIST LOCK’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘COUPLER KNUCKLE’.
05.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Repair ‘YOKE PIN’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
01.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
06.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1992 Repair ‘BOGIE COMPLETE’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘VEHICLE STENCILS’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘TWIST LOCK’.
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19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘VEHICLE STENCILS’.
19.01.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4320 Q’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.10.1993 Repair ‘COUPLER KNUCKLE’.
13.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘GRADE CONTROL VALVE’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4320 Q’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4320 Q’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4320 Q’

RQMF 4340

Details: wagon ‘RQMF 4340 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.12.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RC RZ CM CN CH
Return to Service Date: 27.03.1996
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 06.02.1991
Last Lift: 25.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
14.07.1989 Repair ‘BOGIE SPRING’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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09.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1989 Repair ‘TRAIN PIPE’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘TWIST LOCK’.
23.08.1989 Repair ‘WHEEL SET’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
02.09.1989 Repair ‘COUPLER KNUCKLE PIN’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
06.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
20.10.1989 Repair ‘BOGIE SPRING’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
11.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
26.11.1989 Repair ‘BRAKE BLOCK RB95’.
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
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10.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
15.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
30.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Repair ‘BRAKE LEVER’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘WHEEL SET’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
22.03.1990 Repair ‘BOGIE SPRING’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
31.07.1990 Repair ‘COUPLER KNUCKLE’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
16.08.1990 Repair ‘BRAKE BLOCK RB95’.
16.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
18.08.1990 Repair ‘STEP’.
18.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
25.08.1990 Repair ‘BRAKE BLOCK RB95’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Repair ‘WHEEL SET’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
22.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4340 J’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Repair ‘BRAKE LEVER’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘TWIST LOCK’.
09.04.1991 Repair ‘WHEEL SET’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

05.07.1991 Repair ‘BODY COMPLETE’.
05.07.1991 Repair ‘HANDRAILS END’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4340 J’
05.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4340 J’
11.07.1991 Repair ‘HOSE FITTINGS’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
25.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
27.07.1991 Repair ‘END HOSE’.
27.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
30.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
24.09.1991 Repair ‘HANDRAILS’.
24.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘COUPLER KNUCKLE’.
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16.10.1991 Repair ‘COUPLER KNUCKLE’.
16.10.1991 Repair ‘STRIKING CASTING’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
31.10.1991 Repair ‘TWIST LOCK’.
31.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4340 J’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE BOLSTER’.
02.12.1991 Repair ‘BOGIE COMPLETE’.
02.12.1991 Repair ‘END BRAKE COCK’.
02.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1991 Repair ‘VEHICLE COMPLETE’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE COMPLETE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Repair ‘END BRAKE COCK’.
09.12.1991 Repair ‘END HOSE’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
24.05.1992 Repair ‘STEP’.
24.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Repair ‘BRAKE PULL ROD’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
06.08.1992 Repair ‘STEP’.
06.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
29.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
05.02.1993 Repair ‘STEP’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQKY 4340 J’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BEARINGS’.
01.03.1993 Repair ‘TWIST LOCK’.
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01.03.1993 Repair ‘WHEEL SET’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BEARERS’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘VEHICLE RECLASSIFY’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘COUPLER COMPLETE’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
11.09.1993 Repair ‘END BRAKE COCK’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘HANDRAILS END’.
30.09.1993 Repair ‘STEP’.
30.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
06.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1993 Repair ‘COUPLER KNUCKLE’.
06.11.1993 Repair ‘END BRAKE COCK’.
06.11.1993 Repair ‘END HOSE’.
06.11.1993 Repair ‘TRAIN PIPE (END)’.
06.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
13.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE COMPLETE’.
29.01.1994 Repair ‘COUPLER KNUCKLE’.
29.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQKY 4340 J’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4340 J’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4340 J’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
20.04.1995 Repair ‘BOGIE COMPLETE’.
20.04.1995 Repair ‘VEHICLE RECLASSIFY’.
20.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4340 J’
27.03.1996 Repair ‘VEHICLE COMPLETE’.

RQMF 4344

Details: wagon ‘RQMF 4344 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.11.1978
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY
BSG Code: FSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.02.1996
Due Triple Valve: 01.06.1996
Last Triple Valve: 08.07.1992
Last Brake Cylinder: 27.03.1992
Last Single Car Test: 24.04.1992
Last Lift: 18.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BEARINGS’.
21.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘WHEEL SET’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
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12.11.1989 Repair ‘BOGIE SPRING’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
26.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
01.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
10.12.1989 Repair ‘BOGIE SPRING’.
10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Repair ‘BOGIE SPRING’.
16.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.12.1989 Repair ‘VEHICLE COMPLETE’.
16.12.1989 Repair ‘VEHICLE COMPLETE’.
16.12.1989 Repair ‘WHEEL SET’.
16.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
08.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Repair ‘STEP’.
25.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
25.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
02.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1990 Repair ‘BRAKE LEVER’.
19.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1990 Repair ‘TWIST LOCK’.
19.05.1990 Repair ‘TWIST LOCK’.
19.05.1990 Repair ‘TWIST LOCK’.
19.05.1990 Repair ‘WHEEL SET’.
19.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
04.08.1990 Repair ‘BOGIE SPRING’.
04.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
25.08.1990 Repair ‘BRAKE BLOCK RB95’.
25.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
29.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
03.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
18.04.1991 Alteration ‘FIT NON-METALLIC CENTRE PLATE LINERS TO 3 ‘AQSY’, 3

‘AOKF’, 3 ‘ABFX’ & 3 ‘AOOX’ WAGONS. ALL WAGONS ARE TO HAVE 12’ CENTRE
PLATES AND ARE TO RETAIN THEIR CURRENT CLASSIFICATION.
AQSY,AOKF,ABFX,AOOX 3 NO. OF EACH TO BE SELECTED. (RS4587)’.

14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘BOGIE COMPLETE’.
14.06.1991 Repair ‘BOGIE SPRING’.
14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘STANCHION’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
17.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1991 Repair ‘BOGIE COMPLETE’.
17.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
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17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
25.08.1991 Repair ‘STEP’.
25.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
01.10.1991 Repair ‘COUPLER COMPLETE’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1992 Repair ‘COUPLER COMPLETE’.
07.01.1992 Repair ‘TWIST LOCK’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE COMPLETE’.
27.03.1992 Repair ‘COUPLER COMPLETE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Repair ‘TOP CENTRE PLATE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQKY 4344 W’
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
03.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1992 Repair ‘COUPLER KNUCKLE’.
03.06.1992 Repair ‘EMPTY LOAD VALVE’.
03.06.1992 Repair ‘GRADE CONTROL VALVE’.
03.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Repair ‘TWIST LOCK’.
03.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE LEVER’.
08.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Repair ‘TWIST LOCK’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
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21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
06.09.1992 Repair ‘TWIST LOCK’.
06.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
28.05.1993 Repair ‘TWIST LOCK’.
28.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1993 Repair ‘BRAKE LEVER’.
30.06.1993 Repair ‘BRAKE PULL ROD’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Repair ‘WHEEL SET’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
26.10.1993 Repair ‘TWIST LOCK’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘BOGIE COMPLETE’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
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01.03.1994 Repair ‘TWIST LOCK’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMP’ CONTAINER FLATS TO ‘RQKY‘.

(NRC023)’. New class: ‘RQKY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQKY 4344 W’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQKY 4344 W’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQKY 4344 W’
06.04.1995 Alteration complete ‘FIT 70T BOGIES TO RQKY WAGONS. RECLASSIFY

TO ‘RQMF’. (RS4902)’. New class: ‘RQMF’.
10.04.1995 Repair ‘BOGIE COMPLETE’.
10.04.1995 Repair ‘VEHICLE RECLASSIFY’.
10.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQKY 4344 W’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
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06.11.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2025

Details: wagon ‘RQMY 2025 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 163
Date Built: 30.10.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQMF 2025 E
BSG Code: FBQZ

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 06.08.1996
Last Triple Valve: 06.11.1992
Last Brake Cylinder: 05.03.1993
Cont Connector Type:] P
Cont Max Slots: 3

02.09.1995 Repair ‘VEHICLE RECLASSIFY’.
02.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQMF 2025 E’
07.09.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2026

Details: wagon ‘RQMY 2026 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 20.11.1968
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQKY; EX RQMF2026
BSG Code: FBQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.03.1996
Due Triple Valve: 30.08.1990
Last Brake Cylinder: 08.07.1992
Last Lift: 01.03.1984
Cont Connector Type:] P
Cont Max Slots: 3

04.09.1995 Repair ‘VEHICLE RECLASSIFY’.
04.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQMF 2026 N’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2056

Details: wagon ‘RQMY 2056 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.11.1969
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.12.1995
Last Triple Valve: 28.06.1993
Last Brake Cylinder: 27.02.1992
Last Lift: 25.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

05.07.1991 Repair ‘HANDRAILS END’.
05.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2056 E’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BOGIE BEARERS’.
18.12.1991 Repair ‘SIDE BEARER’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘TWIST LOCK’.
18.12.1991 Repair ‘VEHICLE RECLASSIFY’.
18.12.1991 Repair ‘VEHICLE STENCILS’.
18.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2056 E’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BEARINGS’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BRAKE BLOCK RB101’.
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19.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
07.11.1992 Repair ‘COUPLER KNUCKLE’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2056 E’
16.11.1992 Repair ‘STEP’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2056 E’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BRAKE BLOCK RB101’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
28.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1993 Repair ‘AXLEBOX’.
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.06.1993 Repair ‘COUPLER KNUCKLE’.
28.06.1993 Repair ‘EMPTY LOAD VALVE’.
28.06.1993 Repair ‘GRADE CONTROL VALVE’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE SPRING’.
06.10.1993 Repair ‘BRAKE BLOCK RB101’.
06.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
06.10.1993 Repair ‘EMPTY LOAD VALVE’.
06.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2056 E’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 2056 E’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK OTHER’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘GRADE CONTROL VALVE’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2056 E’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2056 E’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2056 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2056 E’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2056 E’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 2057

Details: wagon ‘RQMY 2057 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11590
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 10.11.1969
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FXQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RB AD CN CM CH
Return to Service Date: 02.12.1995
Last Triple Valve: 12.09.1989
Last Brake Cylinder: 15.04.1991
Last Single Car Test: 10.01.1994
Last Lift: 11.03.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘EMPTY LOAD VALVE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
12.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Repair ‘TWIST LOCK’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2057 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
25.09.1990 Repair ‘STEP’.
25.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2057 N’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Repair ‘TWIST LOCK’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2057 N’
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23.04.1991 Repair ‘HANDRAILS’.
23.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2057 N’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
26.07.1993 Repair ‘BOGIE BEARINGS’.
26.07.1993 Issued at location ‘Two wells’ with a previous code of wagon

‘AQMY 2057 N’
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2057 N’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2057 N’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BEARERS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE LEVER’.
07.01.1994 Repair ‘BRAKE PULL ROD’.
07.01.1994 Repair ‘END COMPLETE’.
07.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1994 Repair ‘RELAY VALVE’.
07.01.1994 Repair ‘SIDE BEARER’.
07.01.1994 Repair ‘TRAIN PIPE (END)’.
07.01.1994 Repair ‘VEHICLE RECLASSIFY’.
07.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 2057 N’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2057 N’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO
‘RQMY‘. (NRC024)’. New class: ‘RQMY’.

22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2057 N’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2057 N’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
11.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2057 N’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2057 N’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2057 N’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2057 N’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 2363

Details: wagon ‘RQMY 2363 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 28.09.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQMY
BSG Code: FXQZ

Capacity of 70 tonnes

Fleet Grp Code: WR CN AD CM CH
Return to Service Date: 07.03.1996
Last Brake Cylinder: 10.05.1988
Last Single Car Test: 03.03.1992
Last Lift: 20.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

04.08.1989 Repair ‘HANDRAILS’.
04.08.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AQMY 2363 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘END BRAKE COCK’.
16.11.1990 Repair ‘TRAIN PIPE (END)’.
16.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2363 G’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘COUPLER KNUCKLE’.
28.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1992 Repair ‘SIDE BEARER’.
28.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1992 Repair ‘WEAR PLATES & SADDLES’.
28.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2363 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 2363 G’
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24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQMY 2363 G’

31.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1994 Repair ‘COUPLER KNUCKLE’.
31.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
31.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1994 Repair ‘DRAFT GEAR POCKET’.
31.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
31.05.1994 Repair ‘END HOSE’.
31.05.1994 Repair ‘END SILL’.
31.05.1994 Repair ‘HANDRAILS END’.
31.05.1994 Repair ‘SIDE BEARER’.
31.05.1994 Repair ‘STEP’.
31.05.1994 Repair ‘TWIST LOCK’.
31.05.1994 Repair ‘TWIST LOCK’.
31.05.1994 Repair ‘WEAR PLATES & SADDLES’.
31.05.1994 Repair ‘YOKE CARRIER’.
31.05.1994 Repair ‘YOKE COMPLETE’.
31.05.1994 Repair ‘YOKE FOLLOWER’.
31.05.1994 Repair ‘YOKE PIN’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2370

Details: wagon ‘RQMY 2370 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.11.1971
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FXQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.08.1996
Last Single Car Test: 04.10.1991
Last Lift: 19.03.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

22.12.1989 Repair ‘HANDRAILS END’.
22.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2370 K’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE PULL ROD’.
15.02.1990 Repair ‘BRANCH PIPE’.
15.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘HANDRAILS’.
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2370 K’
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2370 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.12.1990 Repair ‘STEP’.
17.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2370 K’
11.02.1991 Repair ‘SHUNT PAD’.
11.02.1991 Repair ‘TWIST LOCK’.
11.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2370 K’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
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WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘STEP’.
03.10.1991 Repair ‘TRAIN PIPE (END)’.
03.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2370 K’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BEARERS’.
28.04.1993 Repair ‘BOGIE COMPLETE’.
28.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1993 Repair ‘HANDRAILS’.
28.04.1993 Repair ‘HANDRAILS END’.
28.04.1993 Repair ‘SIDE BEARER’.
28.04.1993 Repair ‘STEP’.
28.04.1993 Repair ‘TRAIN PIPE’.
28.04.1993 Repair ‘VEHICLE RECLASSIFY’.
28.04.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 2370 K’
23.06.1993 Repair ‘STEP’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2370 K’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BRANCH PIPE’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2370 K’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2370 K’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘BRAKE BLOCK RB101’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2370 K’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2370 K’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
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17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 2370 K’

15.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMY 2370 K’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO
‘RQMY‘. (NRC024)’. New class: ‘RQMY’.

18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2370 K’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2370 K’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2370 K’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2370 K’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2370 K’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2376

Details: wagon ‘RQMY 2376 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12360
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 02.07.1996
Last Triple Valve: 10.09.1993
Last Brake Cylinder: 18.10.1988
Last Single Car Test: 24.08.1992
Last Lift: 26.10.1978
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.02.1990 Repair ‘BOGIE COMPLETE’.
17.02.1990 Repair ‘BRANCH PIPE’.
17.02.1990 Repair ‘COUPLER KNUCKLE’.
17.02.1990 Repair ‘EMPTY LOAD VALVE’.
17.02.1990 Repair ‘GRADE CONTROL VALVE’.
17.02.1990 Repair ‘HANDRAILS’.
17.02.1990 Repair ‘STEP’.
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Repair ‘TWIST LOCK’.
17.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.09.1991 Repair ‘BRAKE LEVER’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARERS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘HANDRAILS END’.
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19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Repair ‘SIDE BEARER’.
19.03.1992 Repair ‘STEP’.
19.03.1992 Repair ‘TOP CENTRE PLATE’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2376 S’
25.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE BLOCK RB95’.
19.08.1992 Repair ‘BRAKE LEVER’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘END BRAKE COCK’.
19.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1992 Repair ‘TRAIN PIPE (END)’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2376 S’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2376 S’
30.11.1992 Repair ‘STEP’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BRAKE BLOCK RB101’.
12.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
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29.03.1993 Repair ‘STANCHION’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
19.04.1993 Repair ‘TWIST LOCK’.
19.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2376 S’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2376 S’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE BRAKE SHOE’.
10.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Repair ‘VEHICLE COMPLETE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
17.10.1993 Repair ‘TWIST LOCK’.
17.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
28.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2376 S’
21.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1993 Repair ‘BRAKE BLOCK RB101’.
21.11.1993 Repair ‘EMPTY LOAD VALVE’.
21.11.1993 Repair ‘GRADE CONTROL VALVE’.
21.11.1993 Repair ‘TWIST LOCK’.
21.11.1993 Repair ‘WHEEL SET’.
21.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2376 S’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO
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‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2376 S’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2743

Details: wagon ‘RQMY 2743 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.05.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes
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Fleet Grp Code: AD WR CM CN CH
Return to Service Date: 06.09.1996
Last Brake Cylinder: 13.03.1991
Last Single Car Test: 13.03.1991
Last Lift: 16.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.08.1989 Repair ‘STEP’.
25.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2743 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
28.09.1990 Repair ‘HANDRAILS’.
28.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2743 S’
23.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2743 S’
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1991 Repair ‘VEHICLE STENCILS’.
22.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQMY 2743 S’
11.03.1991 Repair ‘HANDRAILS’.
11.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2743 S’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

04.11.1991 Repair ‘HANDRAILS END’.
04.11.1991 Repair ‘STEP’.
04.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2743 S’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘HANDRAILS’.
01.05.1992 Repair ‘SIDE BEARER’.
01.05.1992 Repair ‘TOP CENTRE PLATE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2743 S’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
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REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO
‘RQMY‘. (NRC024)’. New class: ‘RQMY’.

22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2743 S’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2743 S’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2743 S’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2743 S’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 2743 S’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE RECLASSIFY’.
19.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2743 S’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQMY 2749

Details: wagon ‘RQMY 2749 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 30.10.1995
Last Brake Cylinder: 20.06.1992
Last Single Car Test: 12.10.1992
Last Lift: 26.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.08.1989 Repair ‘STEP’.
25.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2749 D’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘STANCHION’.
21.02.1990 Repair ‘TRAIN PIPE (END)’.
21.02.1990 Repair ‘TWIST LOCK’.
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21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘VEHICLE RETARE’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘STEP’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Repair ‘TWIST LOCK’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

08.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
06.11.1991 Repair ‘BRAKE BLOCK RB95’.
06.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 2749 D’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘HANDRAILS END’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
10.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2749 D’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
16.06.1992 Repair ‘TWIST LOCK’.
16.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
20.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1992 Repair ‘TWIST LOCK’.
20.06.1992 Repair ‘VEHICLE COMPLETE’.
20.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘END HOSE’.
12.10.1992 Repair ‘TRAIN PIPE (END)’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2749 D’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
08.11.1992 Repair ‘TWIST LOCK’.
08.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BRANCH PIPE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
21.01.1993 Repair ‘GRADE CONTROL VALVE’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2749 D’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB101’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
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21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
14.11.1993 Repair ‘STEP’.
14.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
19.11.1993 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2749 D’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2749 D’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 2750

Details: wagon ‘RQMY 2750 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 30.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 13.08.1996
Due Triple Valve: 17.08.1990
Last Triple Valve: 08.07.1993
Last Brake Cylinder: 24.09.1992
Last Single Car Test: 08.07.1993
Last Lift: 14.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
09.10.1989 Repair ‘VEHICLE COMPLETE’.
09.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘TRAIN PIPE (END)’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘TWIST LOCK’.

18949



2. TIMS GROUP INFORMATION - WAGONS

18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
20.10.1989 Repair ‘TRAIN PIPE (END)’.
20.10.1989 Repair ‘TRAIN PIPE’.
20.10.1989 Issued at location ‘Mile End’ with a previous code of wagon

‘AQMY 2750 W’
06.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1989 Issued at location ‘Mile End’ with a previous code of wagon

‘AQMY 2750 W’
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2750 W’
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Repair ‘VEHICLE STENCILS’.
15.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 2750 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.03.1991 Repair ‘HANDRAILS’.
26.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2750 W’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘HANDRAILS END’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘SIDE BEARER’.
15.04.1992 Repair ‘TOP CENTRE PLATE’.
15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2750 W’
22.05.1992 Repair ‘TWIST LOCK’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
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20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘COUPLER KNUCKLE’.
20.07.1992 Repair ‘EMPTY LOAD VALVE’.
20.07.1992 Repair ‘GRADE CONTROL VALVE’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Repair ‘TWIST LOCK’.
20.07.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE BEARINGS’.
24.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Repair ‘VEHICLE COMPLETE’.
24.09.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2750 W’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.01.1993 Repair ‘STEP’.
04.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘EMPTY LOAD VALVE’.
26.01.1993 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon
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‘AQMY 2750 W’
09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.07.1993 Repair ‘TRAIN PIPE (END)’.
07.07.1993 Repair ‘VEHICLE COMPLETE’.
07.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2750 W’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.08.1993 Repair ‘HOSE FITTINGS’.
03.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2750 W’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘COUPLER COMPLETE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘STANCHION’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2750 W’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE BLOCK RB101’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 2750 W’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

18952



2.711. Wagon classification starting with ‘RQM’

‘AQMY 2750 W’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2750 W’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2751

Details: wagon ‘RQMY 2751 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 19.06.1996
Due Triple Valve: 01.10.1994
Last Brake Cylinder: 31.03.1992
Last Single Car Test: 28.05.1992
Last Lift: 20.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘BRAKE PIN’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘STANCHION’.
10.08.1989 Repair ‘STEP’.
10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Repair ‘VEHICLE RETARE’.
10.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘TWIST LOCK’.
22.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Repair ‘VEHICLE STENCILS’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
09.03.1990 Repair ‘HANDRAILS’.
09.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2751 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
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ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2751 X’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BEARERS’.
11.12.1991 Repair ‘SIDE BEARER’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘TWIST LOCK’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘VEHICLE RECLASSIFY’.
11.12.1991 Repair ‘VEHICLE STENCILS’.
11.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2751 X’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
25.02.1992 Repair ‘TWIST LOCK’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1992 Repair ‘BRAKE LEVER’.
31.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1992 Repair ‘TOP CENTRE PLATE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
06.04.1992 Repair ‘STEP’.
06.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
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28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘TOP CENTRE PLATE’.
28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2751 X’
21.09.1992 Repair ‘STEP’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
21.01.1993 Repair ‘TWIST LOCK’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2751 X’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BEARERS’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2751 X’
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
23.05.1993 Repair ‘TWIST LOCK’.
23.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BRAKE BLOCK OTHER’.
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20.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
04.12.1993 Repair ‘TWIST LOCK’.
04.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
19.12.1993 Repair ‘TWIST LOCK’.
19.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
03.01.1994 Repair ‘STEP’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2751 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE RECLASSIFY’.
23.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
09.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2751 X’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
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03.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2752

Details: wagon ‘RQMY 2752 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.08.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.08.1996
Last Brake Cylinder: 30.11.1992
Last Single Car Test: 08.11.1993
Last Lift: 22.12.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2752 R’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE PULL ROD’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Repair ‘STANCHION’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE RETARE’.
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12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘END BRAKE COCK’.
19.07.1990 Repair ‘STEP’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
23.07.1990 Repair ‘END BRAKE COCK’.
23.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2752 R’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘VEHICLE STENCILS’.
17.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQMY 2752 R’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘SIDE BEARER’.
27.08.1990 Repair ‘TOP CENTRE PLATE’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Repair ‘TWIST LOCK’.
27.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2752 R’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘HANDRAILS’.
27.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.09.1990 Repair ‘TWIST LOCK’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
19.08.1991 Repair ‘STEP’.
19.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2752 R’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
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DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

18.11.1991 Repair ‘END BRAKE COCK’.
18.11.1991 Repair ‘HANDRAILS END’.
18.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2752 R’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BEARERS’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘HANDRAILS END’.
12.05.1992 Repair ‘SIDE BEARER’.
12.05.1992 Repair ‘STEP’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2752 R’
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE BEARERS’.
17.07.1992 Repair ‘BOGIE BEARERS’.
17.07.1992 Repair ‘BOGIE BEARERS’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘EMPTY LOAD VALVE’.
17.07.1992 Repair ‘GRADE CONTROL VALVE’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Repair ‘TWIST LOCK’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK OTHER’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
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DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘STEP’.
05.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2752 R’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE PULL ROD’.
15.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2752 R’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2752 R’
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
29.10.1993 Repair ‘BRAKE BLOCK OTHER’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.11.1993 Repair ‘BRAKE BLOCK RB101’.
02.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2752 R’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘AXLEBOX’.
08.11.1993 Repair ‘BRANCH PIPE’.
08.11.1993 Repair ‘HOSE FITTINGS’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2752 R’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘TWIST LOCK’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
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07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE BLOCK RB101’.
07.12.1993 Repair ‘TWIST LOCK’.
07.12.1993 Repair ‘VEHICLE COMPLETE’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
16.12.1993 Repair ‘BRAKE BLOCK OTHER’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2752 R’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BRAKE BLOCK RB101’.
09.02.1994 Repair ‘END BRAKE COCK’.
09.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2752 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2752 R’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2752 R’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2755

Details: wagon ‘RQMY 2755 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 11.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FXQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.10.1996
Due Triple Valve: 30.12.1989
Last Brake Cylinder: 16.08.1990
Last Single Car Test: 12.10.1990
Last Lift: 27.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.03.1990 Repair ‘STEP’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2755 V’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘BRAKE PULL ROD’.
02.07.1990 Repair ‘BRANCH PIPE’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Repair ‘STEP’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
16.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Repair ‘BRAKE PULL ROD’.
10.10.1990 Repair ‘TRAIN PIPE (END)’.
10.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2755 V’
03.11.1990 Repair ‘BOGIE BEARINGS’.
03.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2755 V’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘TWIST LOCK’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
03.09.1991 Repair ‘STEP’.
03.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2755 V’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

16.10.1991 Repair ‘HANDRAILS’.
16.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2755 V’
17.10.1991 Repair ‘HANDRAILS END’.
17.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2755 V’
21.02.1992 Repair ‘STEP’.
21.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2755 V’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BEARERS’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.05.1993 Repair ‘SIDE BEARER’.
04.05.1993 Repair ‘TRAIN PIPE’.
04.05.1993 Repair ‘VEHICLE RECLASSIFY’.
04.05.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 2755 V’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BEARERS’.
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01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘TWIST LOCK’.
01.10.1993 Repair ‘TWIST LOCK’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BRAKE BLOCK OTHER’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2755 V’
08.03.1994 Repair ‘BRAKE PULL ROD’.
08.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2755 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2755 V’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2755 V’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2755 V’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
13.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2757

Details: wagon ‘RQMY 2757 K’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.12.1995
Due Triple Valve: 01.06.1988
Last Brake Cylinder: 23.03.1991
Last Lift: 09.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2757 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
24.09.1990 Repair ‘STEP’.
24.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2757 Q’
12.02.1991 Repair ‘HANDRAILS’.
12.02.1991 Repair ‘STEP’.
12.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2757 Q’
23.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1991 Repair ‘BRAKE LEVER’.
23.03.1991 Repair ‘BRAKE PULL ROD’.
23.03.1991 Repair ‘COUPLER KNUCKLE’.
23.03.1991 Repair ‘EMPTY LOAD VALVE’.
23.03.1991 Repair ‘GRADE CONTROL VALVE’.
23.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1991 Repair ‘STANCHION’.
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23.03.1991 Repair ‘TWIST LOCK’.
23.03.1991 Repair ‘VEHICLE RETARE’.
23.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2757 Q’
20.06.1991 Repair ‘STEP’.
20.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2757 Q’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘HANDRAILS END’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘SIDE BEARER’.
15.04.1992 Repair ‘TOP CENTRE PLATE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2757 Q’
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2757 Q’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.02.1993 Repair ‘BRAKE PULL ROD’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
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26.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMY 2757 Q’

07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BEARERS’.
07.04.1993 Repair ‘SIDE BEARER’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2757 Q’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1993 Repair ‘BRAKE LEVER’.
30.08.1993 Repair ‘BRAKE PIN’.
30.08.1993 Repair ‘BRAKE PULL ROD’.
30.08.1993 Repair ‘COUPLER KNUCKLE’.
30.08.1993 Repair ‘EMPTY LOAD VALVE’.
30.08.1993 Repair ‘GRADE CONTROL VALVE’.
30.08.1993 Repair ‘SHUNT PAD’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2757 Q’
31.12.1993 Repair ‘BRAKE BLOCK RB101’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2757 Q’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2757 Q’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2757 Q’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
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05.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 2759

Details: wagon ‘RQMY 2759 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.07.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 26.07.1996
Due Triple Valve: 28.01.1989
Last Triple Valve: 06.01.1994
Last Brake Cylinder: 19.06.1992
Last Single Car Test: 19.06.1992
Last Lift: 26.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
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18.07.1990 Repair ‘EMPTY LOAD VALVE’.
18.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2759 L’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘COUPLER KNUCKLE’.
24.08.1990 Repair ‘STANCHION’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘TWIST LOCK’.
24.08.1990 Repair ‘VEHICLE RETARE’.
24.08.1990 Repair ‘VEHICLE STENCILS’.
24.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2759 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
09.05.1991 Repair ‘STEP’.
09.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2759 L’
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 2759 L’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2759 L’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1992 Repair ‘SIDE BEARER’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘TRAIN PIPE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
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19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQMY 2759 L’

24.10.1992 Repair ‘TWIST LOCK’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2759 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

23.06.1993 Repair ‘TWIST LOCK’.
23.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.07.1993 Repair ‘HOSE FITTINGS’.
05.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2759 L’
09.07.1993 Repair ‘TWIST LOCK’.
09.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘WHEEL SET’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2759 L’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2759 L’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
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27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
22.11.1993 Repair ‘BOGIE BOLSTER’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘EMPTY LOAD VALVE’.
22.11.1993 Repair ‘GRADE CONTROL VALVE’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2759 L’
06.01.1994 Repair ‘BRAKE BLOCK RB101’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2759 L’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
20.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2759 L’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
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08.01.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2763

Details: wagon ‘RQMY 2763 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 04.07.1996
Last Brake Cylinder: 14.12.1993
Last Single Car Test: 22.08.1988
Last Lift: 24.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.11.1989 Repair ‘HANDRAILS’.
12.11.1989 Repair ‘STEP’.
12.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 2763 L’
28.04.1990 Repair ‘BRAKE BLOCK RB95’.
28.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 2763 L’
28.08.1990 Repair ‘TRAIN PIPE (END)’.
28.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 2763 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR
BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BODY COMPLETE’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1992 Repair ‘TWIST LOCK’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘WHEEL SET’.
02.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARERS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘HANDRAILS END’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Repair ‘SIDE BEARER’.
19.03.1992 Repair ‘TOP CENTRE PLATE’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2763 L’
15.07.1992 Repair ‘TWIST LOCK’.
15.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2763 L’
30.07.1992 Repair ‘SIDE BEARER’.
30.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2763 L’
19.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1992 Repair ‘BOGIE BEARINGS’.
19.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1992 Repair ‘COUPLER KNUCKLE’.
19.09.1992 Repair ‘EMPTY LOAD VALVE’.
19.09.1992 Repair ‘GRADE CONTROL VALVE’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
28.09.1992 Repair ‘TWIST LOCK’.
28.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2763 L’
26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2763 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
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WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1993 Repair ‘SIDE BEARER’.
10.05.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
06.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1993 Repair ‘BOGIE BOLSTER’.
06.12.1993 Repair ‘BRAKE BLOCK RB101’.
06.12.1993 Repair ‘VEHICLE COMPLETE’.
06.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BRAKE BLOCK RB101’.
14.12.1993 Repair ‘END BRAKE COCK’.
14.12.1993 Repair ‘HOSE FITTINGS’.
14.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1993 Repair ‘TRAIN PIPE (END)’.
14.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2763 L’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘BRAKE BLOCK RB101’.
24.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘WESTINGHOUSE SLACK ADJUSTER COMPLETE’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
09.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2763 L’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2763 L’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
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29.01.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2765

Details: wagon ‘RQMY 2765 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.09.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.08.1996
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 01.03.1990
Last Lift: 01.09.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘COUPLER KNUCKLE’.
01.03.1990 Repair ‘EMPTY LOAD VALVE’.
01.03.1990 Repair ‘GRADE CONTROL VALVE’.
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01.03.1990 Repair ‘HANDRAILS’.
01.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1990 Repair ‘STEP’.
01.03.1990 Repair ‘TWIST LOCK’.
01.03.1990 Repair ‘TWIST LOCK’.
01.03.1990 Repair ‘TWIST LOCK’.
01.03.1990 Repair ‘WHEEL SET’.
01.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
01.05.1990 Repair ‘HANDRAILS END’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2765 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘COUPLER KNUCKLE’.
12.12.1990 Repair ‘EMPTY LOAD VALVE’.
12.12.1990 Repair ‘GRADE CONTROL VALVE’.
12.12.1990 Repair ‘STANCHION’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Repair ‘TWIST LOCK’.
12.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
11.01.1991 Repair ‘HANDRAILS END’.
11.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2765 G’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘COUPLER KNUCKLE’.
15.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.03.1991 Repair ‘GRADE CONTROL VALVE’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Repair ‘TWIST LOCK’.
15.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2765 G’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
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27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘HANDRAILS END’.
27.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘STEP’.
27.02.1992 Repair ‘TOP CENTRE PLATE’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Repair ‘VEHICLE RECLASSIFY’.
27.02.1992 Repair ‘VEHICLE STENCILS’.
27.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2765 G’
09.04.1992 Repair ‘STEP’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BEARINGS’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Repair ‘TWIST LOCK’.
11.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
17.05.1992 Repair ‘TWIST LOCK’.
17.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
17.06.1992 Repair ‘TWIST LOCK’.
17.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
09.10.1992 Repair ‘CARD OR CLIP HOLDER’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BRAKE BLOCK RB101’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘EMPTY LOAD VALVE’.
26.01.1993 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMY 2765 G’

06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1993 Repair ‘BOGIE COMPLETE’.
06.09.1993 Repair ‘BRAKE LEVER’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘EMPTY LOAD VALVE’.
06.09.1993 Repair ‘GRADE CONTROL VALVE’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
11.10.1993 Repair ‘TWIST LOCK’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘TWIST LOCK’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
05.02.1994 Repair ‘TWIST LOCK’.
05.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2765 G’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2765 G’
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘AQMY 2765 G’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2782

Details: wagon ‘RQMY 2782 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.10.1974
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.08.1996
Due Triple Valve: 14.02.1993
Last Triple Valve: 27.09.1988
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 26.11.1993
Last Lift: 10.07.1986
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.10.1989 Repair ‘HANDRAILS END’.
16.10.1989 Repair ‘STEP’.
16.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2782 S’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘BRAKE BLOCK RB95’.
02.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1989 Repair ‘BRAKE LEVER’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
02.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.11.1989 Repair ‘EMPTY LOAD VALVE’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘HANDRAILS’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1989 Repair ‘STEP’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
13.03.1990 Repair ‘STEP’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2782 S’
25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.04.1990 Repair ‘COUPLER KNUCKLE’.
25.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.04.1990 Repair ‘STEP’.
25.04.1990 Repair ‘STEP’.
25.04.1990 Repair ‘TRAIN PIPE (END)’.
25.04.1990 Repair ‘TWIST LOCK’.
25.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
25.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
16.12.1990 Repair ‘HANDRAILS END’.
16.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 2782 S’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

25.10.1991 Repair ‘VEHICLE COMPLETE’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2782 S’
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2782 S’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BEARERS’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘TOP CENTRE PLATE’.
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2782 S’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
29.05.1992 Repair ‘TWIST LOCK’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.10.1992 Repair ‘COUPLER KNUCKLE’.
09.10.1992 Repair ‘EMPTY LOAD VALVE’.
09.10.1992 Repair ‘GRADE CONTROL VALVE’.
09.10.1992 Repair ‘TWIST LOCK’.
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09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
08.01.1993 Repair ‘BRAKE BLOCK RB101’.
08.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2782 S’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE ADAPTER’.
27.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2782 S’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘EMPTY LOAD VALVE’.
04.06.1993 Repair ‘GRADE CONTROL VALVE’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1993 Repair ‘TOP CENTRE PLATE’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Repair ‘TWIST LOCK’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
15.08.1993 Repair ‘STEP’.
15.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2782 S’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘HAND RELEASE (AIR)’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2782 S’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE BLOCK RB101’.
24.11.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘VEHICLE COMPLETE’.
24.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2782 S’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2782 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2782 S’
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2782 S’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2782 S’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2783

Details: wagon ‘RQMY 2783 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.09.1978
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.07.1996
Last Brake Cylinder: 25.01.1991
Last Single Car Test: 28.05.1992
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2783 E’
06.09.1989 Repair ‘BRAKE PULL ROD’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2783 E’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
24.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2783 E’
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2783 E’
11.04.1990 Repair ‘HANDRAILS END’.
11.04.1990 Repair ‘STEP’.
11.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2783 E’
12.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2783 E’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.09.1990 Repair ‘BRAKE BLOCK RB95’.
26.09.1990 Repair ‘BRAKE PULL ROD’.
26.09.1990 Repair ‘CARD OR CLIP HOLDER’.
26.09.1990 Repair ‘STANCHION’.
26.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2783 E’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1990 Repair ‘EMPTY LOAD VALVE’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1990 Repair ‘STANCHION’.
24.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1990 Repair ‘VEHICLE RETARE’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2783 E’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE SPRING’.
11.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1991 Repair ‘VEHICLE STENCILS’.
11.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQMY 2783 E’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

05.12.1991 Repair ‘HANDRAILS’.
05.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2783 E’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘TOP CENTRE PLATE’.
28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2783 E’
28.11.1992 Repair ‘TWIST LOCK’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2783 E’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BRAKE BLOCK RB101’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2783 E’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2783 E’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BOLSTER’.
19.07.1993 Repair ‘TOP CENTRE PLATE’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2783 E’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘TOP CENTRE PLATE’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2783 E’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2783 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2783 E’
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2783 E’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2783 E’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
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22.05.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 2786

Details: wagon ‘RQMY 2786 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $14560
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 13.09.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 21.04.1996
Last Single Car Test: 07.05.1994
Last Lift: 28.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.08.1989 Repair ‘DOOR LOCK MECHANISM’.
03.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2786 X’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘STEP’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘TWIST LOCK’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Repair ‘VEHICLE COMPLETE’.
10.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘BRAKE BLOCK RB95’.
19.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2786 X’
12.03.1991 Repair ‘STEP’.
12.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 2786 X’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR
BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BEARERS’.
09.12.1991 Repair ‘BRAKE PULL ROD’.
09.12.1991 Repair ‘HANDRAILS END’.
09.12.1991 Repair ‘SIDE BEARER’.
09.12.1991 Repair ‘VEHICLE COMPLETE’.
09.12.1991 Repair ‘VEHICLE RECLASSIFY’.
09.12.1991 Repair ‘VEHICLE STENCILS’.
09.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2786 X’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
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31.01.1992 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘HANDRAILS END’.
31.01.1992 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘TOP CENTRE PLATE’.
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Repair ‘VEHICLE RECLASSIFY’.
31.01.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 2786 X’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘COUPLER KNUCKLE’.
24.03.1992 Repair ‘EMPTY LOAD VALVE’.
24.03.1992 Repair ‘GRADE CONTROL VALVE’.
24.03.1992 Repair ‘STRIKING CASTING’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Repair ‘TWIST LOCK’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1992 Repair ‘COUPLER KNUCKLE’.
14.04.1992 Repair ‘EMPTY LOAD VALVE’.
14.04.1992 Repair ‘GRADE CONTROL VALVE’.
14.04.1992 Repair ‘STEP’.
14.04.1992 Repair ‘TRAIN PIPE (END)’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘TWIST LOCK’.
14.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BRANCH PIPE’.
20.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.
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23.01.1993 Repair ‘SIDE STEP’.
23.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2786 X’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE BEARERS’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘END HOSE’.
06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Repair ‘TWIST LOCK’.
06.04.1993 Repair ‘TWIST LOCK’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘ISOLATING COCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE PULL ROD’.
23.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 2786 X’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2786 X’
11.09.1993 Repair ‘TWIST LOCK’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2786 X’
27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BOGIE BEARERS’.
27.09.1993 Repair ‘COUPLER KNUCKLE’.
27.09.1993 Repair ‘EMPTY LOAD VALVE’.
27.09.1993 Repair ‘GRADE CONTROL VALVE’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Repair ‘TWIST LOCK’.
27.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
02.10.1993 Repair ‘STEP’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2786 X’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.10.1993 Repair ‘BRAKE BLOCK RB101’.
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14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2786 X’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
22.01.1994 Repair ‘TWIST LOCK’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 2786 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
05.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1994 Repair ‘END BRAKE COCK’.
05.05.1994 Repair ‘END HOSE’.
05.05.1994 Repair ‘TRAIN PIPE (END)’.
05.05.1994 Repair ‘TRAIN PIPE’.
05.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 2786 X’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 2786 X’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 3040

Details: wagon ‘RQMY 3040 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS162/3
Date Built: 23.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 08.07.1996
Due Triple Valve: 08.01.1991
Last Brake Cylinder: 08.01.1990
Last Lift: 14.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.01.1990 Repair ‘HANDRAILS END’.
05.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3040 R’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1990 Repair ‘ISOLATING COCK’.
08.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1990 Repair ‘RELAY VALVE’.
08.01.1990 Repair ‘STANCHION’.
08.01.1990 Repair ‘VEHICLE RETARE’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3040 R’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3040 R’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3040 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

25.10.1991 Repair ‘VEHICLE COMPLETE’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3040 R’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Repair ‘BRAKE PULL ROD’.
04.03.1992 Repair ‘HANDRAILS END’.
04.03.1992 Repair ‘SIDE BEARER’.
04.03.1992 Repair ‘TOP CENTRE PLATE’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Repair ‘VEHICLE STENCILS’.
04.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3040 R’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3040 R’
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘EMPTY LOAD VALVE’.
30.05.1992 Repair ‘GRADE CONTROL VALVE’.
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3040 R’
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 3040 R’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3040 R’
01.09.1993 Repair ‘STEP’.
01.09.1993 Repair ‘TWIST LOCK’.
01.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3040 R’
27.02.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3040 R’
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3040 R’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
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08.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 3045

Details: wagon ‘RQMY 3045 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 11.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.10.1996
Last Brake Cylinder: 21.04.1992
Last Lift: 12.02.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1990 Repair ‘STEP’.
31.03.1990 Repair ‘TWIST LOCK’.
31.03.1990 Repair ‘VEHICLE COMPLETE’.
31.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘EMPTY LOAD VALVE’.
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18.07.1990 Repair ‘GRADE CONTROL VALVE’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
17.02.1991 Repair ‘HANDRAILS END’.
17.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3045 Q’
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

02.02.1992 Repair ‘BRAKE BLOCK RB95’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘ISOLATING COCK’.
11.02.1992 Repair ‘TRAIN PIPE (END)’.
11.02.1992 Repair ‘TWIST LOCK’.
11.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3045 Q’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘TOP CENTRE PLATE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3045 Q’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘TWIST LOCK’.
21.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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21.04.1992 Repair ‘YOKE COMPLETE’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
07.08.1992 Repair ‘SIDE STEP’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
14.09.1992 Repair ‘TWIST LOCK’.
14.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
17.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1992 Repair ‘TWIST LOCK’.
17.10.1992 Repair ‘VEHICLE COMPLETE’.
17.10.1992 Repair ‘WHEEL SET’.
17.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Repair ‘BRAKE PULL ROD’.
11.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1993 Repair ‘TWIST LOCK’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BRAKE BLOCK RB101’.
14.07.1993 Repair ‘ISOLATING COCK’.
14.07.1993 Repair ‘WHEEL SET’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3045 Q’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK OTHER’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
29.11.1993 Repair ‘TWIST LOCK’.
29.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3045 Q’
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08.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
08.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
19.01.1994 Repair ‘BOGIE COMPLETE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3045 Q’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3045 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3045 Q’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 3047

Details: wagon ‘RQMY 3047 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY

18999



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.09.1996
Last Brake Cylinder: 30.11.1992
Last Single Car Test: 06.08.1990
Last Lift: 01.04.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.08.1989 Repair ‘HANDRAILS’.
06.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 3047 L’
25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘BRAKE LEVER’.
25.08.1989 Repair ‘HANDRAILS’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Repair ‘TWIST LOCK’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘STANCHION’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘VEHICLE RETARE’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Repair ‘YOKE CARRIER’.
02.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3047 L’

19000



2.711. Wagon classification starting with ‘RQM’

16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘BOGIE BEARINGS’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘TWIST LOCK’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.10.1990 Repair ‘HANDRAILS’.
18.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 3047 L’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Repair ‘BRAKE PULL ROD’.
04.03.1992 Repair ‘HANDRAILS END’.
04.03.1992 Repair ‘SIDE BEARER’.
04.03.1992 Repair ‘TOP CENTRE PLATE’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Repair ‘VEHICLE STENCILS’.
04.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3047 L’
30.03.1992 Repair ‘TWIST LOCK’.
30.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3047 L’
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Repair ‘TWIST LOCK’.
22.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3047 L’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3047 L’
08.10.1992 Repair ‘HANDRAILS END’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3047 L’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.10.1992 Repair ‘BRAKE PULL ROD’.
13.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3047 L’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3047 L’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘COUPLER KNUCKLE’.
30.11.1992 Repair ‘EMPTY LOAD VALVE’.
30.11.1992 Repair ‘GRADE CONTROL VALVE’.
30.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

07.08.1993 Repair ‘TWIST LOCK’.
07.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3047 L’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BRAKE BLOCK RB101’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘STRIKING CASTING’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BEARERS’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3047 L’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
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07.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 3048

Details: wagon ‘RQMY 3048 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FXQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN CM CH
Return to Service Date: 31.12.1995
Due Triple Valve: 01.11.1996
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 23.05.1988
Last Single Car Test: 05.01.1994
Last Lift: 01.11.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3048 U’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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09.03.1990 Repair ‘COUPLER KNUCKLE’.
09.03.1990 Repair ‘EMPTY LOAD VALVE’.
09.03.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘VEHICLE RETARE’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3048 U’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
14.06.1991 Repair ‘TWIST LOCK’.
14.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3048 U’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

08.10.1991 Repair ‘HANDRAILS’.
08.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 3048 U’
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Repair ‘VEHICLE STENCILS’.
25.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3048 U’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘BRANCH PIPE’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1992 Repair ‘HANDRAILS’.
18.09.1992 Repair ‘HANDRAILS END’.
18.09.1992 Repair ‘TRAIN PIPE’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3048 U’
21.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1992 Repair ‘BRAKE BLOCK RB95’.
21.11.1992 Repair ‘END BRAKE COCK’.
21.11.1992 Repair ‘TWIST LOCK’.
21.11.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3048 U’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.07.1993 Repair ‘TOP CENTRE PLATE’.
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06.07.1993 Repair ‘TWIST LOCK’.
06.07.1993 Repair ‘VEHICLE COMPLETE’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3048 U’
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3048 U’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BEARERS’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘END BRAKE COCK’.
21.12.1993 Repair ‘END COMPLETE’.
21.12.1993 Repair ‘END HOSE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘HANDBRAKE HANDLE’.
21.12.1993 Repair ‘SIDE BEARER’.
21.12.1993 Repair ‘VEHICLE RECLASSIFY’.
21.12.1993 Repair ‘VEHICLE STENCILS’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 3048 U’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3048 U’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3048 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3048 U’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 3050

Details: wagon ‘RQMY 3050 T’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.08.1996
Last Brake Cylinder: 30.07.1993
Last Single Car Test: 12.05.1992
Last Lift: 10.11.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
19.04.1991 Repair ‘STANCHION’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘VEHICLE RETARE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BOGIE WEAR PLATES’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘HANDRAILS END’.
12.05.1992 Repair ‘SIDE BEARER’.
12.05.1992 Repair ‘STEP’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3050 C’
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
06.06.1992 Repair ‘TWIST LOCK’.
06.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3050 C’
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘BOGIE BEARERS’.
11.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3050 C’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘SIDE BEARER’.
15.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE BEARERS’.
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30.07.1993 Repair ‘COUPLER KNUCKLE’.
30.07.1993 Repair ‘EMPTY LOAD VALVE’.
30.07.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Repair ‘VEHICLE STENCILS’.
30.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
15.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3050 C’
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1993 Repair ‘BRAKE BLOCK RB101’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB101’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.01.1994 Repair ‘BRAKE PULL ROD’.
31.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3050 C’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3050 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3050 C’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQMY 3051

Details: wagon ‘RQMY 3051 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.03.1995
Due Triple Valve: 16.02.1997
Last Brake Cylinder: 09.06.1988
Last Lift: 27.11.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.09.1989 Repair ‘HANDRAILS END’.
18.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 3051 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘HANDRAILS’.
03.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 3051 L’
05.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 3051 L’
01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘BOGIE COMPLETE’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘END BRAKE COCK’.
01.12.1990 Repair ‘HANDRAILS’.
01.12.1990 Repair ‘TWIST LOCK’.
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01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Repair ‘TWIST LOCK’.
01.12.1990 Repair ‘VEHICLE RETARE’.
01.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3051 L’
17.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 3051 L’
22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘BRANCH PIPE’.
22.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘EMPTY LOAD VALVE’.
22.06.1991 Repair ‘GRADE CONTROL VALVE’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3051 L’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE BEARERS’.
19.11.1991 Repair ‘BOGIE BEARERS’.
19.11.1991 Repair ‘BOGIE COMPLETE’.
19.11.1991 Repair ‘END COMPLETE’.
19.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1991 Repair ‘SIDE BEARER’.
19.11.1991 Repair ‘VEHICLE RECLASSIFY’.
19.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 3051 L’
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘VEHICLE COMPLETE’.
26.11.1991 Repair ‘VEHICLE STENCILS’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3051 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.05.1993 Repair ‘TWIST LOCK’.
02.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 3051 L’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3051 L’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3051 L’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3051 L’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 3051 L’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 3051 L’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3051 L’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
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10.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 3055

Details: wagon ‘RQMY 3055 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.09.1996
Due Triple Valve: 30.06.1988
Last Brake Cylinder: 25.11.1991
Last Single Car Test: 20.02.1992
Last Lift: 16.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
11.02.1990 Repair ‘HANDRAILS’.
11.02.1990 Repair ‘HANDRAILS END’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3055 B’
12.02.1990 Repair ‘END HOSE’.
12.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 3055 B’
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05.05.1990 Repair ‘STEP’.
05.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 3055 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘AQMY 3055 B’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘EMPTY LOAD VALVE’.
22.02.1991 Repair ‘GRADE CONTROL VALVE’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
07.03.1991 Repair ‘BRAKE PULL ROD’.
07.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3055 B’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.10.1991 Repair ‘TRAIN PIPE (END)’.
09.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3055 B’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1991 Repair ‘TRAIN PIPE (END)’.
25.11.1991 Repair ‘TWIST LOCK’.
25.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BRAKE LEVER’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘VEHICLE STENCILS’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
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03.01.1992 Repair ‘COUPLER COMPLETE’.
03.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3055 B’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3055 B’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE BEARERS’.
04.03.1992 Repair ‘BRAKE PULL ROD’.
04.03.1992 Repair ‘HANDRAILS END’.
04.03.1992 Repair ‘SIDE BEARER’.
04.03.1992 Repair ‘TOP CENTRE PLATE’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Repair ‘VEHICLE STENCILS’.
04.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3055 B’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BRAKE LEVER’.
07.08.1992 Repair ‘COUPLER KNUCKLE’.
07.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1992 Repair ‘EMPTY LOAD VALVE’.
07.08.1992 Repair ‘GRADE CONTROL VALVE’.
07.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3055 B’
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
12.10.1992 Repair ‘STEP’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
04.11.1992 Repair ‘STEP’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 3055 B’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Repair ‘TWIST LOCK’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Repair ‘TWIST LOCK’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
14.10.1993 Repair ‘STEP’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.12.1993 Repair ‘HOSE FITTINGS’.
03.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3055 B’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3055 B’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3055 B’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3055 B’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
12.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQMY 3056

Details: wagon ‘RQMY 3056 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 26.06.1996
Last Brake Cylinder: 20.12.1993
Last Single Car Test: 20.12.1993
Last Lift: 07.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3056 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1991 Repair ‘BRAKE LEVER’.
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05.02.1991 Repair ‘BRANCH PIPE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘END BRAKE COCK’.
05.02.1991 Repair ‘END HOSE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3056 K’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BEARERS’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘SIDE BEARER’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3056 K’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3056 K’
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3056 K’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3056 K’
27.04.1992 Repair ‘TWIST LOCK’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3056 K’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
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ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘COUPLER COMPLETE’.
18.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.
18.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3056 K’
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3056 K’
15.01.1994 Repair ‘TWIST LOCK’.
15.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3056 K’
27.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3056 K’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3056 K’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3056 K’
08.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3056 K’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3056 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3056 K’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE RECLASSIFY’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3056 K’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQMY 3058

Details: wagon ‘RQMY 3058 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 23.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 26.01.1996
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 16.08.1993
Last Lift: 15.11.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1989 Repair ‘BRANCH PIPE’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.12.1989 Repair ‘RELAY VALVE’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘TWIST LOCK’.
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12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1989 Repair ‘VEHICLE RETARE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Repair ‘TWIST LOCK’.
09.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
22.10.1990 Repair ‘END BRAKE COCK’.
22.10.1990 Repair ‘END HOSE’.
22.10.1990 Repair ‘TRAIN PIPE (END)’.
22.10.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AQMY 3058 F’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘TWIST LOCK’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
29.03.1991 Repair ‘STEP’.
29.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER COMPLETE’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Repair ‘TWIST LOCK’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
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06.04.1992 Repair ‘GRADE CONTROL VALVE’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘TOP CENTRE PLATE’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3058 F’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3058 F’
16.07.1992 Repair ‘TWIST LOCK’.
16.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘EMPTY LOAD VALVE’.
08.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.08.1992 Repair ‘TWIST LOCK’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
31.08.1992 Repair ‘TWIST LOCK’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
01.12.1992 Repair ‘TWIST LOCK’.
01.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3058 F’
22.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1993 Repair ‘BRAKE BLOCK RB95’.
22.05.1993 Repair ‘COUPLER KNUCKLE’.
22.05.1993 Repair ‘EMPTY LOAD VALVE’.
22.05.1993 Repair ‘GRADE CONTROL VALVE’.
22.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Repair ‘TWIST LOCK’.
22.05.1993 Repair ‘WHEEL SET’.
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22.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
11.06.1993 Repair ‘TWIST LOCK’.
11.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1993 Repair ‘BRAKE BLOCK RB101’.
01.07.1993 Repair ‘COUPLER KNUCKLE’.
01.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘VEHICLE STENCILS’.
01.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BRAKE BLOCK RB101’.
16.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
08.11.1993 Repair ‘BOGIE SPRING’.
08.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
17.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1994 Repair ‘TWIST LOCK’.
17.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3058 F’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3058 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQMY 3058 F’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.

19023



2. TIMS GROUP INFORMATION - WAGONS

04.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 3064

Details: wagon ‘RQMY 3064 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.07.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 13.09.1996
Last Brake Cylinder: 14.07.1990
Last Single Car Test: 14.01.1992
Last Lift: 10.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3064 A’
14.11.1989 Repair ‘HANDRAILS’.
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14.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMY 3064 A’

01.12.1989 Repair ‘HANDRAILS’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3064 A’
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘EMPTY LOAD VALVE’.
14.07.1990 Repair ‘GRADE CONTROL VALVE’.
14.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1990 Repair ‘TWIST LOCK’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3064 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘TRAIN PIPE’.
13.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3064 A’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘TOP CENTRE PLATE’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3064 A’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.04.1992 Repair ‘COUPLER KNUCKLE’.
16.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1992 Repair ‘EMPTY LOAD VALVE’.
16.04.1992 Repair ‘GRADE CONTROL VALVE’.
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3064 A’
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Repair ‘TWIST LOCK’.
14.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3064 A’
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20.05.1992 Repair ‘TWIST LOCK’.
20.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3064 A’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BRAKE PULL ROD’.
09.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3064 A’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3064 A’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3064 A’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3064 A’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3064 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3064 A’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3064 A’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQMY 3069

Details: wagon ‘RQMY 3069 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 12.01.1980
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.10.1996
Last Brake Cylinder: 08.02.1991
Last Single Car Test: 04.02.1994
Last Lift: 01.05.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.10.1989 Repair ‘END BRAKE COCK’.
18.10.1989 Repair ‘HOSE FITTINGS’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3069 W’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRANCH PIPE’.
13.11.1989 Repair ‘STANCHION’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE COMPLETE’.
13.11.1989 Repair ‘VEHICLE RETARE’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
21.02.1990 Repair ‘HANDRAILS’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3069 W’
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31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Repair ‘VEHICLE COMPLETE’.
31.05.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘EMPTY LOAD VALVE’.
07.02.1991 Repair ‘GRADE CONTROL VALVE’.
07.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BEARERS’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘TOP CENTRE PLATE’.
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3069 W’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER KNUCKLE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘GRADE CONTROL VALVE’.
18.03.1992 Repair ‘TWIST LOCK’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
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21.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3069 W’
24.04.1992 Repair ‘TWIST LOCK’.
24.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
29.04.1992 Repair ‘END HOSE’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BEARINGS’.
18.09.1992 Repair ‘COUPLER COMPLETE’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
05.10.1992 Repair ‘TWIST LOCK’.
05.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
16.11.1992 Repair ‘TWIST LOCK’.
16.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
05.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

23.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1993 Repair ‘COUPLER KNUCKLE’.
23.01.1993 Repair ‘EMPTY LOAD VALVE’.
23.01.1993 Repair ‘GRADE CONTROL VALVE’.
23.01.1993 Repair ‘TWIST LOCK’.
23.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BEARERS’.
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Repair ‘TWIST LOCK’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
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06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE BLOCK RB101’.
06.10.1993 Repair ‘END BRAKE COCK’.
06.10.1993 Repair ‘TRAIN PIPE’.
06.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3069 W’
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BRAKE CONTROL PIPE’.
02.02.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3069 W’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3069 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 3069 W’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
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07.06.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 3079

Details: wagon ‘RQMY 3079 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.04.1996
Due Triple Valve: 19.08.1993
Last Brake Cylinder: 19.08.1992
Last Single Car Test: 19.08.1992
Last Lift: 27.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.02.1990 Repair ‘EMPTY LOAD VALVE’.
10.02.1990 Repair ‘GRADE CONTROL VALVE’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Repair ‘TWIST LOCK’.
10.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BRAKE BLOCK RB95’.
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07.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘STANCHION’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘VEHICLE RETARE’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1990 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BOGIE SPRING’.
04.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon

‘AQMY 3079 H’
11.07.1990 Repair ‘STEP’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3079 H’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘BOGIE COMPLETE’.
03.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 3079 H’
14.05.1991 Repair ‘HANDRAILS END’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3079 H’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
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22.03.1992 Repair ‘HANDRAILS END’.
22.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3079 H’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARERS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘TOP CENTRE PLATE’.
19.08.1992 Repair ‘TRAIN PIPE (END)’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 3079 H’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3079 H’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 3079 H’
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3079 H’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1993 Repair ‘COUPLER KNUCKLE’.
01.07.1993 Repair ‘EMPTY LOAD VALVE’.
01.07.1993 Repair ‘GRADE CONTROL VALVE’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘END BRAKE COCK’.
08.09.1993 Repair ‘HOSE FITTINGS’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 3079 H’
05.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 3079 H’

24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘BRAKE BLOCK RB101’.
24.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3079 H’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3079 H’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3079 H’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 3079 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘VEHICLE RECLASSIFY’.
23.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 3079 H’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4202

Details: wagon ‘RQMY 4202 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 26.05.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CH
Return to Service Date: 30.08.1996
Last Triple Valve: 06.04.1990
Last Brake Cylinder: 01.10.1992
Last Single Car Test: 20.01.1993
Last Lift: 07.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HANDRAILS END’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘TRAIN PIPE (END)’.
20.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4202 A’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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28.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.03.1990 Repair ‘END BRAKE COCK’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.03.1990 Repair ‘STEP’.
28.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.03.1990 Repair ‘WEAR PLATES & SADDLES’.
28.03.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AQMY 4202 A’
08.07.1990 Repair ‘STEP’.
08.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4202 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
02.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘EMPTY LOAD VALVE’.
20.04.1991 Repair ‘END BRAKE COCK’.
20.04.1991 Repair ‘GRADE CONTROL VALVE’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.10.1991 Repair ‘GRADE CONTROL VALVE’.
29.10.1991 Repair ‘TWIST LOCK’.
29.10.1991 Repair ‘TWIST LOCK’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
25.11.1991 Repair ‘STEP’.
25.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4202 A’
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Repair ‘TWIST LOCK’.
26.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4202 A’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘BRAKE PULL ROD’.
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04.06.1992 Repair ‘END BRAKE COCK’.
04.06.1992 Repair ‘END HOSE’.
04.06.1992 Repair ‘HANDRAILS END’.
04.06.1992 Repair ‘RELAY VALVE’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘STEP’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4202 A’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4202 A’
27.09.1992 Repair ‘TWIST LOCK’.
27.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4202 A’
12.11.1992 Repair ‘HANDRAILS END’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
18.12.1992 Repair ‘STEP’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1993 Repair ‘BOGIE COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘BRAKE CONTROL PIPE’.
19.01.1993 Repair ‘BRAKE LEVER’.
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19.01.1993 Repair ‘COUPLER COMPLETE’.
19.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1993 Repair ‘TRAIN PIPE’.
19.01.1993 Repair ‘YOKE COMPLETE’.
19.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4202 A’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘EMPTY LOAD VALVE’.
15.02.1993 Repair ‘GRADE CONTROL VALVE’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘WEAR PLATES & SADDLES’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4202 A’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.04.1993 Repair ‘HOSE FITTINGS’.
02.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4202 A’
19.05.1993 Repair ‘VEHICLE COMPLETE’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘COUPLER KNUCKLE’.
21.05.1993 Repair ‘STANCHION’.
21.05.1993 Repair ‘TWIST LOCK’.
21.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
30.07.1993 Repair ‘EMPTY LOAD VALVE’.
30.07.1993 Repair ‘GRADE CONTROL VALVE’.
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
21.10.1993 Repair ‘STEP’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 4202 A’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4202 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4202 A’
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQMY 4202 A’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
18.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4207

Details: wagon ‘RQMY 4207 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.07.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.06.1995
Due Triple Valve: 01.08.1996
Last Triple Valve: 06.12.1990
Last Brake Cylinder: 30.04.1990
Last Single Car Test: 19.01.1993
Last Lift: 14.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.11.1989 Repair ‘STEP’.
11.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4207 W’
07.12.1989 Repair ‘STEP’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4207 W’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1990 Repair ‘BRAKE PIN’.
30.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1990 Repair ‘STANCHION’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Repair ‘VEHICLE RETARE’.
30.04.1990 Repair ‘VEHICLE STENCILS’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
11.07.1990 Repair ‘HANDRAILS END’.
11.07.1990 Repair ‘STEP’.
11.07.1990 Issued at location ‘Mile End’ with a previous code of wagon

‘AQMY 4207 W’
23.07.1990 Repair ‘STEP’.
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23.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMY 4207 W’

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.12.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1990 Repair ‘STEP’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Repair ‘TWIST LOCK’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
12.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4207 W’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

28.10.1991 Repair ‘STEP’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘TWIST LOCK’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BEARERS’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘TOP CENTRE PLATE’.
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4207 W’
06.03.1992 Repair ‘STEP’.
06.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

19041



2. TIMS GROUP INFORMATION - WAGONS

‘AQMY 4207 W’
04.04.1992 Repair ‘TWIST LOCK’.
04.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
25.04.1992 Repair ‘TWIST LOCK’.
25.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
07.05.1992 Repair ‘TWIST LOCK’.
07.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
12.06.1992 Repair ‘TWIST LOCK’.
12.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.09.1992 Repair ‘END BRAKE COCK’.
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4207 W’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BEARERS’.
20.10.1992 Repair ‘STEP’.
20.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4207 W’
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK OTHER’.
04.01.1993 Repair ‘BRAKE LEVER’.
04.01.1993 Repair ‘TRAIN PIPE (END)’.
04.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4207 W’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.04.1993 Repair ‘COUPLER KNUCKLE’.
07.04.1993 Repair ‘COUPLER KNUCKLE’.
07.04.1993 Repair ‘EMPTY LOAD VALVE’.
07.04.1993 Repair ‘GRADE CONTROL VALVE’.
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07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘TWIST LOCK’.
07.04.1993 Repair ‘WHEEL SET’.
07.04.1993 Repair ‘WHEEL SET’.
07.04.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
22.11.1993 Repair ‘HANDRAILS END’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4207 W’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4207 W’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4208

Details: wagon ‘RQMY 4208 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS162/3
Date Built: 13.07.1976
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 55 tonnes

Capacity of 66 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 18.09.1996
Due Triple Valve: 22.07.1992
Last Brake Cylinder: 20.01.1993
Last Single Car Test: 16.03.1994
Last Lift: 20.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

28.08.1985 Alteration complete ‘MODIFY FOUR (4) ‘AQMX’ WAGONS TO FACILITATE
THE FITTING OF BOGIES WITH 356MM CENTRE PLATES AND ‘WABCOPAC’
BRAKE GEAR BY FITTING 356MM DIAMETER TOP CENTRE PLATES AND AIR
BRAKE PIPING. FOUR ‘SCHEFFEL’,TWO ‘SWING MOTION’ AND TWO ‘SUPER
SERVICE’ BOGIES ARE TO BE OBTAINED FROM ‘AHHE’ WAGONS FOR TEST
PURPOSES. WAGONS TO BE RECLASSIFIED ‘AQME’ AND TO RETAIN SAME
NUMBERS. (4 OFF) FROM NUMBER RANGE 4200 TO 4249 (RS4059)’.

15.01.1988 Alteration complete ‘RECLASSIFY AQME TO AQMH - REFER RS4231
(RS3055)’. New class: ‘AQMH’.

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘TRAIN PIPE (END)’.
10.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4208 X’
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘TWIST LOCK’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘BRANCH PIPE’.
19.09.1989 Repair ‘CARD OR CLIP HOLDER’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘END SILL’.
19.09.1989 Repair ‘HANDRAILS’.
19.09.1989 Repair ‘STEP’.
19.09.1989 Repair ‘TRAIN PIPE (END)’.
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19.09.1989 Repair ‘TRAIN PIPE’.
19.09.1989 Repair ‘TWIST LOCK’.
19.09.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
19.09.1989 Repair ‘VEHICLE STENCILS’.
19.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.11.1989 Repair ‘BRAKE BLOCK RB101’.
30.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.11.1989 Repair ‘BRAKE PULL ROD’.
30.11.1989 Repair ‘BRANCH PIPE’.
30.11.1989 Repair ‘BRANCH PIPE’.
30.11.1989 Repair ‘COUPLER KNUCKLE’.
30.11.1989 Repair ‘EMPTY LOAD VALVE’.
30.11.1989 Repair ‘GRADE CONTROL VALVE’.
30.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.11.1989 Repair ‘STEP’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Repair ‘WHEEL SET’.
30.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
25.06.1990 Repair ‘HANDRAILS’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AQMH’ CONTAINER FLAT WAGONS

TO ‘AQVY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AQMH (RS4527)’. New class: ‘AQVY’.

06.08.1990 Repair ‘VEHICLE RECLASSIFY’.
06.08.1990 Repair ‘VEHICLE STENCILS’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
17.08.1990 Repair ‘SIDE STEP’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘TRAIN PIPE’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Repair ‘VEHICLE COMPLETE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘EMPTY LOAD VALVE’.
20.11.1990 Repair ‘GRADE CONTROL VALVE’.
20.11.1990 Repair ‘TWIST LOCK’.

19045



2. TIMS GROUP INFORMATION - WAGONS

20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
19.01.1991 Repair ‘TWIST LOCK’.
19.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
20.02.1991 Repair ‘TWIST LOCK’.
20.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB101’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
22.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1991 Repair ‘COUPLER KNUCKLE’.
22.07.1991 Repair ‘EMPTY LOAD VALVE’.
22.07.1991 Repair ‘GRADE CONTROL VALVE’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Repair ‘TWIST LOCK’.
22.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
31.07.1991 Repair ‘HANDRAILS’.
31.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
02.11.1991 Repair ‘STEP’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
09.06.1992 Repair ‘VEHICLE COMPLETE’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BEARERS’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
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14.07.1992 Repair ‘BRAKE PULL ROD’.
14.07.1992 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘COUPLER KNUCKLE’.
14.07.1992 Repair ‘END BRAKE COCK’.
14.07.1992 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘SIDE BEARER’.
14.07.1992 Repair ‘STEP’.
14.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4208 X’
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE BEARINGS’.
21.09.1992 Repair ‘COUPLER KNUCKLE’.
21.09.1992 Repair ‘EMPTY LOAD VALVE’.
21.09.1992 Repair ‘GRADE CONTROL VALVE’.
21.09.1992 Repair ‘STEP’.
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘EMPTY LOAD VALVE’.
12.10.1992 Repair ‘GRADE CONTROL VALVE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.01.1993 Repair ‘BOGIE COMPLETE’.
15.01.1993 Repair ‘BRAKE LEVER’.
15.01.1993 Repair ‘COUPLER COMPLETE’.
15.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.01.1993 Repair ‘YOKE COMPLETE’.
15.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4208 X’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
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18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘CARD OR CLIP HOLDER’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Repair ‘TWIST LOCK’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4208 X’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘WEAR PLATES & SADDLES’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4208 X’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4208 X’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE LEVER’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.12.1993 Repair ‘STRIKING CASTING’.
08.12.1993 Repair ‘WEAR PLATES & SADDLES’.
08.12.1993 Repair ‘YOKE PIN’.
08.12.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
08.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4208 X’
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.03.1994 Repair ‘BRAKE PULL ROD’.
15.03.1994 Repair ‘BRANCH PIPE’.
15.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4208 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4208 X’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
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05.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4212

Details: wagon ‘RQMY 4212 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 11.08.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 17.02.1996
Last Brake Cylinder: 17.08.1989
Last Single Car Test: 17.01.1994
Last Lift: 30.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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17.08.1989 Repair ‘STANCHION’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘VEHICLE RETARE’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
26.08.1989 Repair ‘HANDRAILS END’.
26.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4212 X’
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
20.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4212 X’
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4212 X’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1990 Repair ‘BOGIE COMPLETE’.
31.05.1990 Repair ‘HANDRAILS END’.
31.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.05.1990 Repair ‘STEP’.
31.05.1990 Repair ‘TOP CENTRE PLATE’.
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Repair ‘TWIST LOCK’.
31.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1990 Repair ‘VEHICLE COMPLETE’.
31.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Repair ‘TWIST LOCK’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4212 X’
20.01.1991 Repair ‘HANDRAILS END’.
20.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘AQMY 4212 X’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘HANDRAILS’.
18.02.1991 Repair ‘HANDRAILS END’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘HANDRAILS END’.
31.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1992 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘TOP CENTRE PLATE’.
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Repair ‘VEHICLE RECLASSIFY’.
31.01.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4212 X’
11.08.1992 Repair ‘TWIST LOCK’.
11.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BEARINGS’.
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘VEHICLE COMPLETE’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
04.11.1992 Repair ‘END BRAKE COCK’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1992 Repair ‘HOSE FITTINGS’.
06.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4212 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
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WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
05.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1993 Repair ‘BOGIE COMPLETE’.
05.06.1993 Repair ‘COUPLER KNUCKLE’.
05.06.1993 Repair ‘EMPTY LOAD VALVE’.
05.06.1993 Repair ‘GRADE CONTROL VALVE’.
05.06.1993 Repair ‘TWIST LOCK’.
05.06.1993 Repair ‘TWIST LOCK’.
05.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4212 X’
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BEARERS’.
13.01.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.01.1994 Repair ‘BOGIE COMPLETE’.
13.01.1994 Repair ‘BOGIE WEAR PLATES’.
13.01.1994 Repair ‘END COMPLETE’.
13.01.1994 Repair ‘SIDE BEARER’.
13.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 4212 X’
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07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4212 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.
09.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
15.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4212 X’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4217

Details: wagon ‘RQMY 4217 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 19.10.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: WR CM CN CH AD
Return to Service Date: 04.07.1996
Last Brake Cylinder: 10.12.1992
Last Single Car Test: 26.11.1993
Last Lift: 15.02.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1990 Repair ‘BRANCH PIPE’.
30.04.1990 Repair ‘TWIST LOCK’.
30.04.1990 Repair ‘TWIST LOCK’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4217 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1990 Repair ‘TOP CENTRE PLATE’.
22.10.1990 Repair ‘TWIST LOCK’.
22.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4217 H’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Repair ‘VEHICLE STENCILS’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4217 H’
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06.10.1991 Repair ‘HANDRAILS END’.
06.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4217 H’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘TOP CENTRE PLATE’.
28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4217 H’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE BLOCK OTHER’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4217 H’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘VEHICLE COMPLETE’.
31.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4217 H’
28.02.1993 Repair ‘STEP’.
28.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4217 H’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BRAKE LEVER’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
22.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4217 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4217 H’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
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05.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4227

Details: wagon ‘RQMY 4227 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.02.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 17.04.1996
Last Single Car Test: 19.10.1993
Last Lift: 12.01.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.08.1990 Repair ‘HANDRAILS END’.
17.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4227 P’

19056



2.711. Wagon classification starting with ‘RQM’

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE PULL ROD’.
31.10.1990 Repair ‘TWIST LOCK’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4227 P’
05.12.1990 Repair ‘BOGIE COMPLETE’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘VEHICLE COMPLETE’.
05.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4227 P’
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4227 P’
05.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4227 P’
24.04.1991 Repair ‘HANDRAILS’.
24.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4227 P’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘GRADE CONTROL VALVE’.
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Repair ‘TWIST LOCK’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4227 P’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4227 P’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘HANDRAILS’.
01.05.1992 Repair ‘SIDE BEARER’.
01.05.1992 Repair ‘TOP CENTRE PLATE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4227 P’
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28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BRAKE PULL ROD’.
05.11.1992 Repair ‘COUPLER COMPLETE’.
05.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.11.1992 Repair ‘STRIKING CASTING’.
05.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4227 P’
30.11.1992 Repair ‘TWIST LOCK’.
30.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Repair ‘VEHICLE COMPLETE’.
10.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4227 P’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BRAKE BLOCK OTHER’.
13.01.1993 Repair ‘BRAKE LEVER’.
13.01.1993 Repair ‘CARD OR CLIP HOLDER’.
13.01.1993 Repair ‘END BRAKE COCK’.
13.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1993 Repair ‘TRAIN PIPE (END)’.
13.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4227 P’
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.05.1993 Repair ‘BOGIE BEARERS’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4227 P’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4227 P’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB101’.
19.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.10.1993 Repair ‘HOSE FITTINGS’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4227 P’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Repair ‘TWIST LOCK’.
06.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
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30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4227 P’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
30.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4227 P’
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4229

Details: wagon ‘RQMY 4229 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 17.02.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 21.09.1995
Last Brake Cylinder: 27.06.1992
Last Single Car Test: 12.05.1992
Last Lift: 18.03.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1989 Repair ‘STANCHION’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘VEHICLE RETARE’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
18.03.1990 Repair ‘STEP’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4229 K’
17.08.1990 Repair ‘HANDRAILS’.
17.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4229 K’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘HANDRAILS’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
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14.02.1991 Repair ‘VEHICLE STENCILS’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
05.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1991 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘EMPTY LOAD VALVE’.
05.06.1991 Repair ‘END BRAKE COCK’.
05.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Repair ‘TWIST LOCK’.
05.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BOGIE WEAR PLATES’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘HANDRAILS END’.
12.05.1992 Repair ‘SIDE BEARER’.
12.05.1992 Repair ‘STEP’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4229 K’
27.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1992 Repair ‘BRAKE PULL ROD’.
27.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

17.04.1993 Repair ‘TWIST LOCK’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
20.09.1993 Repair ‘COUPLER COMPLETE’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
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20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4229 K’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
03.04.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4229 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
08.08.1994 Repair ‘VEHICLE RECLASSIFY’.
08.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4229 K’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
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20.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4231

Details: wagon ‘RQMY 4231 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 02.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 13.09.1994
Last Brake Cylinder: 02.07.1992
Last Single Car Test: 01.05.1992
Last Lift: 14.12.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘STANCHION’.
04.07.1989 Repair ‘TRAIN PIPE (END)’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
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04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
19.03.1990 Repair ‘TWIST LOCK’.
19.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4231 P’
26.03.1990 Repair ‘BOGIE COMPLETE’.
26.03.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Repair ‘VEHICLE STENCILS’.
26.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 4231 P’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘DOOR LOCK MECHANISM’.
08.07.1991 Repair ‘VEHICLE STENCILS’.
08.07.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQMY 4231 P’
09.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4231 P’
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘HANDRAILS’.
01.05.1992 Repair ‘SIDE BEARER’.
01.05.1992 Repair ‘TOP CENTRE PLATE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4231 P’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
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26.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMY 4231 P’

02.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.07.1992 Repair ‘COUPLER KNUCKLE’.
02.07.1992 Repair ‘EMPTY LOAD VALVE’.
02.07.1992 Repair ‘GRADE CONTROL VALVE’.
02.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.07.1992 Repair ‘STEP’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1992 Repair ‘VEHICLE STENCILS’.
02.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘EMPTY LOAD VALVE’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE BEARINGS’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
25.10.1992 Repair ‘TWIST LOCK’.
25.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
06.12.1992 Repair ‘TWIST LOCK’.
06.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
03.07.1993 Repair ‘TWIST LOCK’.
03.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Repair ‘TWIST LOCK’.
30.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘HAND RELEASE (AIR)’.
09.12.1993 Repair ‘TOP CENTRE PLATE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4231 P’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4231 P’

RQMY 4236

Details: wagon ‘RQMY 4236 X’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FXQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RB AD CN CM CH
Return to Service Date: 24.08.1996
Last Brake Cylinder: 29.08.1989
Last Single Car Test: 05.01.1994
Last Lift: 16.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.03.1989 Alteration complete ‘CONTAINER WAGON AQMX 4236 TO BE
RECLASSIFIED TO AQMF 4236. (RS4394)’. New class: ‘AQMF’.

27.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4236 Y’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4236 Y’
02.10.1989 Repair ‘HANDRAILS’.
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02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMY 4236 Y’

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘TOP CENTRE PLATE’.
31.10.1989 Repair ‘TRAIN PIPE (END)’.
31.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4236 Y’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BOGIE FRICTION WEDGE’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘EMPTY LOAD VALVE’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE FRICTION WEDGE’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4236 Y’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
31.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.05.1990 Repair ‘COUPLER KNUCKLE’.
31.05.1990 Repair ‘HANDRAILS’.
31.05.1990 Repair ‘HANDRAILS END’.
31.05.1990 Repair ‘STRIKING CASTING’.
31.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.07.1990 Repair ‘BRANCH PIPE’.
18.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.07.1990 Repair ‘COUPLER KNUCKLE’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘TWIST LOCK’.
18.07.1990 Repair ‘WHEEL SET’.
18.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘HANDRAILS’.
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09.11.1990 Repair ‘HANDRAILS END’.
09.11.1990 Repair ‘WHEEL SET’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4236 Y’
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4236 Y’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘VEHICLE COMPLETE’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘COUPLER KNUCKLE’.
06.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BRAKE LEVER’.
20.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1992 Repair ‘STEP’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘VEHICLE COMPLETE’.
20.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4236 Y’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘STEP’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
28.08.1992 Repair ‘VEHICLE RECLASSIFY’.
28.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4236 Y’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘HANDRAILS END’.
03.09.1992 Repair ‘SIDE BEARER’.
03.09.1992 Repair ‘VEHICLE COMPLETE’.
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03.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQMY 4236 Y’

02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘WHEEL SET’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4236 Y’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BEARERS’.
21.12.1993 Repair ‘BOGIE COMPLETE’.
21.12.1993 Repair ‘BRAKE PULL ROD’.
21.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘END BRAKE COCK’.
21.12.1993 Repair ‘END COMPLETE’.
21.12.1993 Repair ‘END HOSE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘HANDBRAKE HANDLE’.
21.12.1993 Repair ‘SIDE BEARER’.
21.12.1993 Repair ‘VEHICLE RECLASSIFY’.
21.12.1993 Repair ‘VEHICLE STENCILS’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 4236 Y’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4236 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4236 Y’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
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03.07.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4241

Details: wagon ‘RQMY 4241 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.03.1977
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 03.09.1996
Last Triple Valve: 01.06.1988
Last Brake Cylinder: 19.03.1991
Last Single Car Test: 19.06.1992
Last Lift: 15.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘TWIST LOCK’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
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24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4241 A’
01.09.1989 Repair ‘END HOSE’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4241 A’
17.02.1990 Repair ‘STEP’.
17.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4241 A’
16.04.1990 Repair ‘TWIST LOCK’.
16.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.03.1991 Repair ‘BRANCH PIPE’.
19.03.1991 Repair ‘COUPLER KNUCKLE’.
19.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.03.1991 Repair ‘STEP’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘TWIST LOCK’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4241 A’
25.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4241 A’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘COUPLER COMPLETE’.
19.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.06.1992 Repair ‘END HOSE’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1992 Repair ‘SIDE BEARER’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘WEAR PLATES & SADDLES’.
19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4241 A’
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18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘TWIST LOCK’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4241 A’
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Repair ‘TWIST LOCK’.
04.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

09.01.1993 Repair ‘TWIST LOCK’.
09.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘SHUNT PAD’.
12.02.1993 Repair ‘STANCHION’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4241 A’
01.04.1993 Repair ‘TWIST LOCK’.
01.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.10.1993 Repair ‘WEAR PLATES & SADDLES’.
05.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4241 A’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
20.12.1993 Repair ‘BRAKE BLOCK RB95’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Repair ‘VEHICLE COMPLETE’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4241 A’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4241 A’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE RECLASSIFY’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4241 A’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4247

Details: wagon ‘RQMY 4247 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $23210
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 07.04.1977
Operating System: AN
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: CONTAINERS I.S.O
Remarks: EX AQVY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 27.08.1995
Due Triple Valve: 14.02.1993
Last Brake Cylinder: 18.03.1993
Last Single Car Test: 15.09.1989
Last Lift: 05.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

28.08.1985 Alteration complete ‘MODIFY FOUR (4) ‘AQMX’ WAGONS TO FACILITATE
THE FITTING OF BOGIES WITH 356MM CENTRE PLATES AND ‘WABCOPAC’
BRAKE GEAR BY FITTING 356MM DIAMETER TOP CENTRE PLATES AND AIR
BRAKE PIPING. FOUR ‘SCHEFFEL’,TWO ‘SWING MOTION’ AND TWO ‘SUPER
SERVICE’ BOGIES ARE TO BE OBTAINED FROM ‘AHHE’ WAGONS FOR TEST
PURPOSES. WAGONS TO BE RECLASSIFIED ‘AQME’ AND TO RETAIN SAME
NUMBERS. (4 OFF) FROM NUMBER RANGE 4200 TO 4249 (RS4059)’.

15.01.1988 Alteration complete ‘RECLASSIFY AQME TO AQMH - REFER RS4231
(RS3055)’. New class: ‘AQMH’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘BRAKE LEVER’.
14.09.1989 Repair ‘BRAKE PULL ROD’.
14.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.09.1989 Repair ‘EMPTY LOAD VALVE’.
14.09.1989 Repair ‘SIDE BEARER’.
14.09.1989 Repair ‘STEP’.
14.09.1989 Repair ‘TRAIN PIPE (END)’.
14.09.1989 Repair ‘TWIST LOCK’.
14.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4247 X’
25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BRAKE LEVER’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘STEP’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘TWIST LOCK’.
25.09.1989 Repair ‘VEHICLE RECLASSIFY’.
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
02.10.1989 Repair ‘HANDRAILS END’.
02.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4247 X’
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BRAKE CONTROL PIPE’.
05.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
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2.711. Wagon classification starting with ‘RQM’

05.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
05.01.1990 Repair ‘TWIST LOCK’.
05.01.1990 Repair ‘TWIST LOCK’.
05.01.1990 Repair ‘TWIST LOCK’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
06.02.1990 Repair ‘TWIST LOCK’.
06.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘TOP CENTRE PLATE’.
04.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4247 X’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1990 Repair ‘BRAKE LEVER’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘TOP CENTRE PLATE’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
27.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4247 X’
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘COUPLER KNUCKLE’.
30.05.1990 Repair ‘EMPTY LOAD VALVE’.
30.05.1990 Repair ‘GRADE CONTROL VALVE’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Repair ‘TWIST LOCK’.
30.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘BOGIE COMPLETE’.
28.06.1990 Repair ‘TWIST LOCK’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
01.08.1990 Alteration complete ‘RECLASSIFY ‘AQMH’ CONTAINER FLAT WAGONS

TO ‘AQVY‘. STENCIL ‘110 KM/H AT 76 T GROSS’ ON BOTH SIDES OF WAGON.
AQMH (RS4527)’. New class: ‘AQVY’.

06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘COUPLER KNUCKLE’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
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06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
23.04.1991 Repair ‘VEHICLE RECLASSIFY’.
23.04.1991 Repair ‘VEHICLE STENCILS’.
23.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4247 X’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

28.01.1992 Repair ‘BOGIE BEARERS’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1992 Repair ‘EMPTY LOAD VALVE’.
28.01.1992 Repair ‘GRADE CONTROL VALVE’.
28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BEARERS’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘STEP’.
14.02.1992 Repair ‘TOP CENTRE PLATE’.
14.02.1992 Repair ‘TRAIN PIPE’.
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4247 X’
12.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1992 Repair ‘VEHICLE COMPLETE’.
12.03.1992 Repair ‘VEHICLE COMPLETE’.
12.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
26.03.1992 Repair ‘TWIST LOCK’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.07.1992 Repair ‘HOSE FITTINGS’.
21.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4247 X’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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06.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQMY 4247 X’

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.01.1993 Repair ‘BRAKE BLOCK OTHER’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘TOP CENTRE PLATE’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BRAKE BLOCK RB95’.
18.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4247 X’
26.03.1993 Repair ‘STEP’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4247 X’
05.06.1993 Repair ‘TWIST LOCK’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
17.07.1993 Repair ‘TWIST LOCK’.
17.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1993 Repair ‘BRAKE BLOCK RB101’.
10.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘WHEEL SET’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
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26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4247 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4247 X’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4253

Details: wagon ‘RQMY 4253 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMX
BSG Code: FSQZ
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Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.08.1996
Last Brake Cylinder: 03.06.1993
Last Single Car Test: 27.10.1989
Last Lift: 23.10.1979
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.07.1989 Repair ‘HANDRAILS’.
26.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4253 D’
27.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1989 Repair ‘BOGIE COMPLETE’.
27.10.1989 Repair ‘BRAKE PULL ROD’.
27.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘HANDRAILS’.
27.10.1989 Repair ‘HANDRAILS END’.
27.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1989 Repair ‘WEAR PLATES & SADDLES’.
27.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4253 D’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘COUPLER KNUCKLE’.
01.02.1991 Repair ‘EMPTY LOAD VALVE’.
01.02.1991 Repair ‘GRADE CONTROL VALVE’.
01.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘VEHICLE STENCILS’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
17.04.1991 Repair ‘HANDRAILS’.
17.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4253 D’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BEARERS’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
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19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘SIDE BEARER’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4253 D’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE FRICTION WEDGE’.
07.01.1992 Repair ‘COUPLER KNUCKLE’.
07.01.1992 Repair ‘EMPTY LOAD VALVE’.
07.01.1992 Repair ‘GRADE CONTROL VALVE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘TWIST LOCK’.
09.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
09.06.1992 Repair ‘EMPTY LOAD VALVE’.
09.06.1992 Repair ‘GRADE CONTROL VALVE’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘WHEEL SET’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
10.06.1992 Repair ‘BOGIE SPRING’.
10.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4253 D’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Repair ‘WHEEL SET’.
08.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
27.08.1992 Repair ‘VEHICLE COMPLETE’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4253 D’
23.09.1992 Repair ‘TRAIN PIPE (END)’.
23.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4253 D’
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.12.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.12.1992 Repair ‘ISOLATING COCK’.
01.12.1992 Repair ‘TRAIN PIPE’.
01.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

24.12.1992 Repair ‘STEP’.
24.12.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQMY 4253 D’
05.04.1993 Repair ‘HANDRAILS END’.
05.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BEARERS’.
13.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
14.05.1993 Repair ‘BOGIE COMPLETE’.
14.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘HOSE FITTINGS’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘VEHICLE STENCILS’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE BEARERS’.
18.06.1993 Repair ‘BRANCH PIPE’.
18.06.1993 Repair ‘HOSE FITTINGS’.
18.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQMY 4253 D’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘EMPTY LOAD VALVE’.
02.08.1993 Repair ‘GRADE CONTROL VALVE’.
02.08.1993 Repair ‘TOP CENTRE PLATE’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
26.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE LEVER’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BEARERS’.
28.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.10.1993 Repair ‘BRAKE BLOCK RB101’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BEARERS’.
12.11.1993 Repair ‘SIDE BEARER’.
12.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.11.1993 Repair ‘SIDE BEARER’.
26.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘HOSE FITTINGS’.
14.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4253 D’
31.12.1993 Repair ‘BOGIE COMPLETE’.
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31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4253 D’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4253 D’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4255

Details: wagon ‘RQMY 4255 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 24.09.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 21.06.1996
Due Triple Valve: 01.02.1988
Last Brake Cylinder: 22.06.1991
Last Lift: 17.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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22.09.1989 Repair ‘STEP’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4255 V’
31.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1990 Repair ‘EMPTY LOAD VALVE’.
31.01.1990 Repair ‘GRADE CONTROL VALVE’.
31.01.1990 Repair ‘HANDRAILS’.
31.01.1990 Repair ‘STANCHION’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Repair ‘TWIST LOCK’.
31.01.1990 Repair ‘VEHICLE RETARE’.
31.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4255 V’
18.03.1990 Repair ‘HANDRAILS END’.
18.03.1990 Repair ‘STEP’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4255 V’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘FLOOR BOARDS’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4255 V’
27.07.1990 Repair ‘HANDRAILS’.
27.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4255 V’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
05.03.1991 Repair ‘HANDRAILS’.
05.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4255 V’
22.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1991 Repair ‘COUPLER KNUCKLE’.
22.06.1991 Repair ‘EMPTY LOAD VALVE’.
22.06.1991 Repair ‘GRADE CONTROL VALVE’.
22.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘TWIST LOCK’.
22.06.1991 Repair ‘VEHICLE STENCILS’.
22.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4255 V’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
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31.01.1992 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘EMPTY LOAD VALVE’.
31.01.1992 Repair ‘HANDRAILS END’.
31.01.1992 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Repair ‘VEHICLE RECLASSIFY’.
31.01.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4255 V’
16.03.1992 Repair ‘TWIST LOCK’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4255 V’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4255 V’
07.08.1992 Repair ‘STEP’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4255 V’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO
‘RQMY‘. (NRC024)’. New class: ‘RQMY’.

19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4255 V’
19.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4255 V’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
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24.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4256

Details: wagon ‘RQMY 4256 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 14.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.09.1996
Last Single Car Test: 31.05.1993
Last Lift: 22.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘TWIST LOCK’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE RETARE’.
14.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
26.07.1990 Repair ‘STEP’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4256 H’
29.07.1990 Repair ‘STEP’.
29.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4256 H’
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05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

02.06.1991 Repair ‘HANDRAILS’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4256 H’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BOGIE BEARERS’.
14.07.1992 Repair ‘BOGIE COMPLETE’.
14.07.1992 Repair ‘BRAKE PULL ROD’.
14.07.1992 Repair ‘COUPLER COMPLETE’.
14.07.1992 Repair ‘HANDRAILS END’.
14.07.1992 Repair ‘SIDE BEARER’.
14.07.1992 Repair ‘STEP’.
14.07.1992 Repair ‘TOP CENTRE PLATE’.
14.07.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4256 H’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
07.10.1992 Repair ‘STEP’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
05.12.1992 Repair ‘SIDE STEP’.
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BRAKE BLOCK RB101’.
08.03.1993 Repair ‘BRAKE PULL ROD’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘GRADE CONTROL VALVE’.
08.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
25.03.1993 Repair ‘STEP’.
25.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
03.05.1993 Repair ‘TWIST LOCK’.
03.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BEARERS’.
24.05.1993 Repair ‘HOSE FITTINGS’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4256 H’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BEARERS’.
31.05.1993 Repair ‘BOGIE BEARERS’.
31.05.1993 Repair ‘HOSE FITTINGS’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4256 H’
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4256 H’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE BLOCK OTHER’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
17.09.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
17.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4256 H’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BEARERS’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE BLOCK RB101’.
18.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1993 Repair ‘SIDE BEARER’.
18.11.1993 Repair ‘TWIST LOCK’.
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18.11.1993 Repair ‘VEHICLE COMPLETE’.
18.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
19.12.1993 Repair ‘TWIST LOCK’.
19.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4256 H’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
12.01.1994 Repair ‘STEP’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4256 H’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4256 H’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4256 H’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘STEP’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
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06.10.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4263

Details: wagon ‘RQMY 4263 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 06.10.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 21.07.1995
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 24.04.1992
Last Single Car Test: 04.06.1992
Last Lift: 01.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

02.07.1989 Repair ‘BOGIE SPRING’.
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02.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4263 L’

04.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
04.08.1989 Repair ‘BOGIE SPRING’.
04.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
19.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1989 Repair ‘HANDRAILS’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
20.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
24.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
13.11.1989 Repair ‘BOGIE SPRING’.
13.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 4263 L’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
25.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
02.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
19.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
23.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.03.1990 Repair ‘BOGIE SPRING’.
09.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1990 Repair ‘TWIST LOCK’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘WHEEL SET’.
09.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
03.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
08.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
03.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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03.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4263 L’

08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘BOGIE SPRING’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1990 Repair ‘BOGIE COMPLETE’.
25.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.05.1990 Repair ‘BRAKE LEVER’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘EMPTY LOAD VALVE’.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
25.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Repair ‘TWIST LOCK’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘COUPLER KNUCKLE’.
30.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1990 Repair ‘EMPTY LOAD VALVE’.
30.11.1990 Repair ‘END BRAKE COCK’.
30.11.1990 Repair ‘GRADE CONTROL VALVE’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BOGIE BOLSTER’.
17.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BOGIE SIDEFRAME’.
17.12.1990 Repair ‘BOGIE SPRING’.
17.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1991 Repair ‘HANDRAILS’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Repair ‘VEHICLE COMPLETE’.
15.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
15.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.06.1991 Repair ‘COUPLER KNUCKLE’.
26.06.1991 Repair ‘TWIST LOCK’.
26.06.1991 Repair ‘TWIST LOCK’.
26.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
11.07.1991 Repair ‘COUPLER KNUCKLE’.
11.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
21.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
09.08.1991 Repair ‘BOGIE SPRING’.
09.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4263 L’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.09.1991 Repair ‘BOGIE COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘WHEEL SET’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘WEAR PLATES & SADDLES’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
23.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
14.11.1991 Repair ‘TWIST LOCK’.
14.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE SPRING’.
27.11.1991 Repair ‘BRAKE BLOCK RB101’.
27.11.1991 Repair ‘BRAKE PULL ROD’.
27.11.1991 Repair ‘COUPLER KNUCKLE’.
27.11.1991 Repair ‘EMPTY LOAD VALVE’.
27.11.1991 Repair ‘GRADE CONTROL VALVE’.
27.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Repair ‘WHEEL SET’.
27.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
24.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
06.02.1992 Repair ‘BRAKE BLOCK RB101’.
06.02.1992 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BEARERS’.
19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘END COMPLETE’.
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19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 4263 L’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE SIDEFRAME’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
11.04.1992 Repair ‘BRAKE BLOCK RB101’.
11.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1992 Repair ‘BOGIE SIDEFRAME’.
24.04.1992 Repair ‘BOGIE SPRING’.
24.04.1992 Repair ‘BRAKE BLOCK RB101’.
24.04.1992 Repair ‘COUPLER KNUCKLE’.
24.04.1992 Repair ‘EMPTY LOAD VALVE’.
24.04.1992 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘BRAKE PIN’.
04.06.1992 Repair ‘BRAKE PULL ROD’.
04.06.1992 Repair ‘END BRAKE COCK’.
04.06.1992 Repair ‘HANDRAILS END’.
04.06.1992 Repair ‘HOSE FITTINGS’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘STEP’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4263 L’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
21.10.1992 Repair ‘HANDRAILS END’.
21.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4263 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.05.1993 Repair ‘BRAKE BLOCK RB101’.
24.05.1993 Repair ‘HOSE FITTINGS’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4263 L’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.05.1993 Repair ‘BRAKE BLOCK RB101’.
31.05.1993 Repair ‘HOSE FITTINGS’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4263 L’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BRAKE BLOCK RB101’.
22.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.07.1993 Repair ‘BRAKE LEVER’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
13.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
26.10.1993 Repair ‘TWIST LOCK’.
26.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
19.01.1994 Repair ‘BRAKE PULL ROD’.
19.01.1994 Repair ‘FLOOR SHEETING’.
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19.01.1994 Repair ‘FLOOR SUPPORT’.
19.01.1994 Repair ‘FLOOR SUPPORT’.
19.01.1994 Repair ‘TOP CENTRE PLATE’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4263 L’
19.01.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4263 L’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE COMPLETE’.
29.01.1994 Repair ‘BRAKE BLOCK RB101’.
29.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
06.02.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4263 L’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4263 L’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQMY 4263 L’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4267

Details: wagon ‘RQMY 4267 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 18.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 06.06.1996
Last Brake Cylinder: 28.04.1992
Last Single Car Test: 10.04.1992
Last Lift: 15.10.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘STANCHION’.
11.01.1990 Repair ‘STEP’.
11.01.1990 Repair ‘VEHICLE RETARE’.
11.01.1990 Repair ‘VEHICLE STENCILS’.
11.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
12.03.1990 Repair ‘HANDRAILS END’.
12.03.1990 Repair ‘STEP’.
12.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4267 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR
BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
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DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

09.12.1991 Repair ‘VEHICLE RECLASSIFY’.
09.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4267 B’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BOGIE BEARERS’.
10.12.1991 Repair ‘HANDRAILS END’.
10.12.1991 Repair ‘SIDE BEARER’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
10.12.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4267 B’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER COMPLETE’.
16.01.1992 Repair ‘EMPTY LOAD VALVE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
16.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
29.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘HANDRAILS END’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘STEP’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
10.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4267 B’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BEARERS’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘TWIST LOCK’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
15.05.1992 Repair ‘TWIST LOCK’.
15.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
17.08.1992 Repair ‘TWIST LOCK’.
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17.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4267 B’

26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4267 B’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘ISOLATING COCK’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4267 B’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘COUPLER KNUCKLE’.
06.04.1993 Repair ‘EMPTY LOAD VALVE’.
06.04.1993 Repair ‘GRADE CONTROL VALVE’.
06.04.1993 Repair ‘TWIST LOCK’.
06.04.1993 Repair ‘TWIST LOCK’.
06.04.1993 Repair ‘VEHICLE RETARE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK OTHER’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘END BRAKE COCK’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Repair ‘TWIST LOCK’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘HAND RELEASE (AIR)’.
17.08.1993 Repair ‘STANCHION’.
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17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
10.09.1993 Repair ‘TWIST LOCK’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
17.10.1993 Repair ‘TWIST LOCK’.
17.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRANCH PIPE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4267 B’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4267 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4267 B’
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4267 B’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4271

Details: wagon ‘RQMY 4271 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS162/3
Date Built: 28.11.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.06.1996
Last Triple Valve: 14.02.1992
Last Brake Cylinder: 11.12.1992
Last Single Car Test: 06.09.1989
Last Lift: 05.09.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘TWIST LOCK’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Repair ‘VEHICLE COMPLETE’.
26.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE LEVER’.
04.09.1989 Repair ‘BRAKE PULL ROD’.
04.09.1989 Repair ‘CARD OR CLIP HOLDER’.
04.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.09.1989 Repair ‘HANDRAILS’.
04.09.1989 Repair ‘HANDRAILS END’.
04.09.1989 Repair ‘LASHING POINT’.
04.09.1989 Repair ‘STEP’.
04.09.1989 Repair ‘TWIST LOCK’.
04.09.1989 Repair ‘TWIST LOCK’.
04.09.1989 Repair ‘TWIST LOCK’.
04.09.1989 Repair ‘TWIST LOCK’.
04.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1989 Repair ‘WEAR PLATES & SADDLES’.
04.09.1989 Repair ‘YOKE COMPLETE’.
04.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4271 B’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.10.1989 Repair ‘VEHICLE COMPLETE’.
04.10.1989 Repair ‘VEHICLE COMPLETE’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE BEARERS’.
14.02.1992 Repair ‘BRAKE PULL ROD’.
14.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.02.1992 Repair ‘COUPLER COMPLETE’.
14.02.1992 Repair ‘END SILL’.
14.02.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘RELAY VALVE’.
14.02.1992 Repair ‘SIDE BEARER’.
14.02.1992 Repair ‘TOP CENTRE PLATE’.
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Repair ‘VEHICLE STENCILS’.
14.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4271 B’
30.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1992 Repair ‘COUPLER KNUCKLE’.
30.05.1992 Repair ‘TWIST LOCK’.
30.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BOGIE BEARINGS’.
11.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1992 Repair ‘COUPLER KNUCKLE’.
11.12.1992 Repair ‘DRAFT GEAR POCKET’.
11.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1992 Repair ‘EMPTY LOAD VALVE’.
11.12.1992 Repair ‘GRADE CONTROL VALVE’.
11.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
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ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

31.12.1992 Repair ‘TWIST LOCK’.
31.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4271 B’
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4271 B’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.10.1993 Repair ‘BRAKE BLOCK RB101’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.11.1993 Repair ‘BRANCH PIPE’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4271 B’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
09.01.1994 Repair ‘TWIST LOCK’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4271 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4271 B’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
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27.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4285

Details: wagon ‘RQMY 4285 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 03.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 22.07.1995
Last Brake Cylinder: 28.05.1992
Last Single Car Test: 28.05.1992
Last Lift: 27.10.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘VEHICLE RETARE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.02.1990 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘EMPTY LOAD VALVE’.
20.02.1990 Repair ‘GRADE CONTROL VALVE’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Repair ‘TWIST LOCK’.
20.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘END BRAKE COCK’.
23.02.1990 Repair ‘END HOSE’.
23.02.1990 Repair ‘HANDRAILS’.
23.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4285 W’
23.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4285 W’
18.04.1990 Repair ‘STEP’.
18.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4285 W’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Repair ‘TWIST LOCK’.
07.08.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
14.09.1990 Repair ‘HANDRAILS’.
14.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4285 W’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1991 Repair ‘TWIST LOCK’.
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03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

18.01.1992 Repair ‘STEP’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘TOP CENTRE PLATE’.
28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4285 W’
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.12.1992 Repair ‘COUPLER COMPLETE’.
15.12.1992 Repair ‘TOP CENTRE PLATE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Repair ‘VEHICLE COMPLETE’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.03.1993 Repair ‘BRAKE PULL ROD’.
02.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4285 W’
09.04.1993 Repair ‘TWIST LOCK’.
09.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
23.05.1993 Repair ‘TWIST LOCK’.
23.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRAKE BLOCK RB101’.
08.11.1993 Repair ‘COUPLER KNUCKLE’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4285 W’
24.11.1993 Repair ‘HANDRAILS’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4285 W’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
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22.07.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4287

Details: wagon ‘RQMY 4287 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 27.08.1995
Last Triple Valve: 28.09.1988
Last Brake Cylinder: 27.09.1991
Last Single Car Test: 20.07.1989
Last Lift: 28.08.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE PULL ROD’.
18.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4287 R’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.02.1991 Repair ‘STEP’.
11.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4287 R’
11.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4287 R’
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25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘BRAKE BLOCK RB95’.
25.05.1991 Repair ‘TWIST LOCK’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Repair ‘VEHICLE STENCILS’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
20.11.1991 Repair ‘VEHICLE COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘COUPLER KNUCKLE’.
31.01.1992 Repair ‘HANDRAILS END’.
31.01.1992 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘TOP CENTRE PLATE’.
31.01.1992 Repair ‘TWIST LOCK’.
31.01.1992 Repair ‘VEHICLE COMPLETE’.
31.01.1992 Repair ‘VEHICLE RECLASSIFY’.
31.01.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4287 R’
27.05.1992 Repair ‘TWIST LOCK’.
27.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
26.06.1992 Repair ‘TWIST LOCK’.
26.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
30.08.1992 Repair ‘TWIST LOCK’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQMY 4287 R’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.10.1992 Repair ‘TOP CENTRE PLATE’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4287 R’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE BEARERS’.
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Repair ‘EMPTY LOAD VALVE’.
17.11.1993 Repair ‘GRADE CONTROL VALVE’.
17.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
09.12.1993 Repair ‘STANCHION’.
09.12.1993 Repair ‘STANCHION’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE BLOCK RB101’.
05.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Repair ‘HAND RELEASE (AIR)’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
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25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4287 R’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4287 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4287 R’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4287 R’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4289

Details: wagon ‘RQMY 4289 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
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Date Built: 10.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.09.1996
Last Brake Cylinder: 16.02.1990
Last Single Car Test: 19.08.1992
Last Lift: 30.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
03.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1990 Repair ‘END BRAKE COCK’.
03.02.1990 Repair ‘TRAIN PIPE’.
03.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4289 M’
03.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4289 M’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
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16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Repair ‘TRAIN PIPE’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4289 M’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Repair ‘EMPTY LOAD VALVE’.
15.05.1991 Repair ‘GRADE CONTROL VALVE’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Repair ‘TWIST LOCK’.
15.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
05.09.1991 Repair ‘HANDRAILS’.
05.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4289 M’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

24.10.1991 Repair ‘HANDRAILS’.
24.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4289 M’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘COUPLER KNUCKLE’.
28.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1991 Repair ‘TWIST LOCK’.
28.11.1991 Repair ‘WHEEL SET’.
28.11.1991 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘TOP CENTRE PLATE’.
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19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4289 M’
02.09.1992 Repair ‘STEP’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
07.05.1993 Repair ‘STEP’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BOGIE COMPLETE’.
18.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4289 M’
04.08.1993 Repair ‘BOGIE ADAPTER’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘BOGIE SIDEFRAME’.
06.09.1993 Repair ‘BRAKE PULL ROD’.
06.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Repair ‘TWIST LOCK’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
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30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BEARERS’.
30.09.1993 Repair ‘BRAKE BLOCK RB101’.
30.09.1993 Repair ‘COUPLER KNUCKLE’.
30.09.1993 Repair ‘EMPTY LOAD VALVE’.
30.09.1993 Repair ‘GRADE CONTROL VALVE’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘AQMY 4289 M’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
11.06.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4289 M’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
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23.05.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4290

Details: wagon ‘RQMY 4290 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 04.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 03.09.1996
Due Triple Valve: 01.08.1988
Last Brake Cylinder: 01.06.1993
Last Single Car Test: 09.01.1991
Last Lift: 23.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

25.08.1989 Repair ‘HANDRAILS’.
25.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4290 X’
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
27.08.1990 Repair ‘HANDRAILS’.
27.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4290 X’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
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09.11.1990 Repair ‘BOGIE BEARINGS’.
09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘BRAKE BLOCK RB95’.
13.11.1990 Repair ‘COUPLER KNUCKLE’.
13.11.1990 Repair ‘STANCHION’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘TWIST LOCK’.
13.11.1990 Repair ‘VEHICLE RETARE’.
13.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4290 X’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘ISOLATING COCK’.
08.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4290 X’
22.05.1991 Repair ‘HANDRAILS’.
22.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4290 X’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARERS’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘HANDRAILS END’.
11.03.1992 Repair ‘SIDE BEARER’.
11.03.1992 Repair ‘TOP CENTRE PLATE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
11.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4290 X’
13.04.1992 Repair ‘TWIST LOCK’.
13.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
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WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.01.1993 Repair ‘HANDRAILS END’.
29.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.02.1993 Repair ‘BRAKE PULL ROD’.
09.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4290 X’
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘TWIST LOCK’.
25.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4290 X’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘EMPTY LOAD VALVE’.
01.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Repair ‘TWIST LOCK’.
01.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4290 X’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘END HOSE’.
02.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4290 X’
12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘BOGIE BEARERS’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘TWIST LOCK’.
12.10.1993 Repair ‘VEHICLE COMPLETE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4290 X’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK RB101’.
04.11.1993 Repair ‘BRANCH PIPE’.
04.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1993 Repair ‘COUPLER KNUCKLE’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4290 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
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19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4290 X’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4290 X’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4303

Details: wagon ‘RQMY 4303 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.12.1975
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes
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Fleet Grp Code: RZ AD RC CM CN CH
Return to Service Date: 29.10.1996
Due Triple Valve: 10.04.1993
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 24.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
13.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
17.08.1989 Repair ‘BOGIE SPRING’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
23.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
10.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
17.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
26.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
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07.11.1989 Repair ‘STANCHION’.
07.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.12.1989 Repair ‘COUPLER KNUCKLE’.
04.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.12.1989 Repair ‘TWIST LOCK’.
04.12.1989 Repair ‘TWIST LOCK’.
04.12.1989 Repair ‘TWIST LOCK’.
04.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
23.03.1990 Repair ‘BOGIE SPRING’.
23.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1990 Repair ‘TWIST LOCK’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
12.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
29.05.1990 Repair ‘BRAKE BLOCK RB95’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
13.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘EMPTY LOAD VALVE’.
13.06.1990 Repair ‘GRADE CONTROL VALVE’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘TWIST LOCK’.
13.06.1990 Repair ‘WEAR PLATES & SADDLES’.
13.06.1990 Repair ‘WHEEL SET’.
13.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
22.09.1990 Repair ‘TWIST LOCK’.
22.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
03.10.1990 Repair ‘COUPLER KNUCKLE’.
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03.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4303 Q’

12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE BOLSTER’.
12.10.1990 Repair ‘BOGIE SIDEFRAME’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Repair ‘TWIST LOCK’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
09.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
27.03.1991 Repair ‘BRAKE BLOCK RB95’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
17.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BOGIE COMPLETE’.
11.09.1991 Repair ‘COUPLER KNUCKLE’.
11.09.1991 Repair ‘EMPTY LOAD VALVE’.
11.09.1991 Repair ‘GRADE CONTROL VALVE’.
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Repair ‘TWIST LOCK’.
11.09.1991 Repair ‘VEHICLE STENCILS’.
11.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
23.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
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11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
15.01.1992 Repair ‘END HOSE’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1992 Repair ‘RELAY VALVE’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘STEP’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
10.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4303 Q’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4303 Q’
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
03.12.1992 Repair ‘LASHING POINT’.
03.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4303 Q’
09.12.1992 Repair ‘TWIST LOCK’.
09.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

09.03.1993 Repair ‘TWIST LOCK’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.

19127



2. TIMS GROUP INFORMATION - WAGONS

21.04.1993 Repair ‘COUPLER KNUCKLE’.
21.04.1993 Repair ‘EMPTY LOAD VALVE’.
21.04.1993 Repair ‘GRADE CONTROL VALVE’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.05.1993 Repair ‘COUPLER KNUCKLE’.
13.05.1993 Repair ‘EMPTY LOAD VALVE’.
13.05.1993 Repair ‘GRADE CONTROL VALVE’.
13.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Repair ‘TWIST LOCK’.
13.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘TOP CENTRE PLATE’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BOLSTER’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BRAKE BLOCK RB101’.
22.11.1993 Repair ‘BRAKE PULL ROD’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.11.1993 Repair ‘STANCHION’.
22.11.1993 Repair ‘UNDERFRAME COMPLETE’.
22.11.1993 Repair ‘VEHICLE COMPLETE’.
22.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4303 Q’
26.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1994 Repair ‘BRAKE BLOCK RB101’.
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4303 Q’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
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11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4303 Q’

16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4303 Q’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4315

Details: wagon ‘RQMY 4315 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 15.01.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 20.10.1995
Due Triple Valve: 01.06.1996
Last Brake Cylinder: 13.11.1991
Last Single Car Test: 01.05.1992
Last Lift: 25.06.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
01.10.1989 Repair ‘BOGIE SPRING’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
29.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
10.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘EMPTY LOAD VALVE’.
29.11.1989 Repair ‘GRADE CONTROL VALVE’.
29.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1989 Repair ‘SHUNT PAD’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
28.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
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16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
10.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
10.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
12.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
01.05.1990 Repair ‘BRAKE BLOCK RB95’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
11.05.1990 Repair ‘BRAKE BLOCK RB95’.
11.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.05.1990 Repair ‘VEHICLE COMPLETE’.
16.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
06.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.08.1990 Repair ‘COUPLER KNUCKLE’.
28.08.1990 Repair ‘EMPTY LOAD VALVE’.
28.08.1990 Repair ‘GRADE CONTROL VALVE’.
28.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1990 Repair ‘STEP’.
28.08.1990 Repair ‘TWIST LOCK’.
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28.08.1990 Repair ‘TWIST LOCK’.
28.08.1990 Repair ‘WHEEL SET’.
28.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
11.09.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1991 Repair ‘TWIST LOCK’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘WHEEL SET’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
07.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
28.03.1991 Repair ‘BOGIE SPRING’.
28.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
17.04.1991 Repair ‘BOGIE SIDEFRAME’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1991 Repair ‘BRAKE LEVER’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘VEHICLE STENCILS’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
21.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
08.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
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08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
08.07.1991 Repair ‘COUPLER KNUCKLE’.
08.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Repair ‘TWIST LOCK’.
08.07.1991 Repair ‘WHEEL SET’.
08.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘EMPTY LOAD VALVE’.
15.10.1991 Repair ‘GRADE CONTROL VALVE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1991 Repair ‘VEHICLE COMPLETE’.
23.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1991 Repair ‘COUPLER KNUCKLE’.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1991 Repair ‘TWIST LOCK’.
13.11.1991 Repair ‘WHEEL SET’.
13.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘TWIST LOCK’.
28.01.1992 Repair ‘TWIST LOCK’.
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28.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
12.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.04.1992 Repair ‘BOGIE COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘GRADE CONTROL VALVE’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘HANDRAILS END’.
01.05.1992 Repair ‘SIDE BEARER’.
01.05.1992 Repair ‘TOP CENTRE PLATE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4315 T’
14.09.1992 Repair ‘TWIST LOCK’.
14.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4315 T’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘COUPLER COMPLETE’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Repair ‘YOKE PIN’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘END BRAKE COCK’.
05.10.1993 Repair ‘HOSE FITTINGS’.
05.10.1993 Repair ‘TRAIN PIPE (END)’.
05.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4315 T’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BRAKE BLOCK RB101’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.11.1993 Repair ‘WHEEL SET’.
11.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4315 T’
27.11.1993 Repair ‘BRAKE BLOCK RB101’.
27.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
27.12.1993 Repair ‘TWIST LOCK’.
27.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4315 T’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4315 T’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4316

Details: wagon ‘RQMY 4316 W’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 09.02.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 14.08.1995
Due Triple Valve: 01.01.1988
Last Triple Valve: 20.02.1993
Last Brake Cylinder: 04.01.1993
Last Single Car Test: 19.10.1990
Last Lift: 14.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.
TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.10.1990 Repair ‘HANDRAILS’.
19.10.1990 Repair ‘HANDRAILS END’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘TOP CENTRE PLATE’.
19.10.1990 Repair ‘TRAIN PIPE (END)’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4316 F’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
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DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘VEHICLE COMPLETE’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4316 F’
17.05.1992 Repair ‘TWIST LOCK’.
17.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4316 F’
23.06.1992 Repair ‘STEP’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4316 F’
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4316 F’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4316 F’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘TWIST LOCK’.
04.01.1993 Repair ‘VEHICLE COMPLETE’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQMY 4316 F’
20.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.02.1993 Repair ‘COUPLER KNUCKLE’.
20.02.1993 Repair ‘EMPTY LOAD VALVE’.
20.02.1993 Repair ‘GRADE CONTROL VALVE’.
20.02.1993 Repair ‘RELAY VALVE’.
20.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
12.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
29.04.1993 Repair ‘WHEEL SET’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB101’.
13.07.1993 Repair ‘COUPLER KNUCKLE’.
13.07.1993 Repair ‘EMPTY LOAD VALVE’.
13.07.1993 Repair ‘GRADE CONTROL VALVE’.
13.07.1993 Repair ‘WHEEL SET’.
13.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE BLOCK RB101’.
10.12.1993 Repair ‘EMPTY LOAD VALVE’.
10.12.1993 Repair ‘GRADE CONTROL VALVE’.
10.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4316 F’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.

RQMY 4326

Details: wagon ‘RQMY 4326 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 05.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.10.1996
Due Triple Valve: 28.11.1992
Last Brake Cylinder: 10.07.1993
Last Single Car Test: 01.10.1992
Last Lift: 13.09.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
19.01.1990 Repair ‘HANDRAILS END’.
19.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4326 N’
22.07.1990 Repair ‘BOGIE SPRING’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
27.07.1990 Repair ‘TWIST LOCK’.
27.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.12.1990 Repair ‘HANDRAILS END’.
07.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4326 N’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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14.12.1990 Repair ‘TWIST LOCK’.
14.12.1990 Repair ‘TWIST LOCK’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BOGIE BEARERS’.
28.11.1991 Repair ‘BRAKE PULL ROD’.
28.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.11.1991 Repair ‘HANDRAILS END’.
28.11.1991 Repair ‘SIDE BEARER’.
28.11.1991 Repair ‘VEHICLE COMPLETE’.
28.11.1991 Repair ‘VEHICLE RECLASSIFY’.
28.11.1991 Repair ‘VEHICLE STENCILS’.
28.11.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4326 N’
11.01.1992 Repair ‘TWIST LOCK’.
11.01.1992 Repair ‘TWIST LOCK’.
11.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARERS’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘HANDRAILS END’.
11.03.1992 Repair ‘SIDE BEARER’.
11.03.1992 Repair ‘TOP CENTRE PLATE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4326 N’
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
08.05.1992 Repair ‘TWIST LOCK’.
08.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
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25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
08.06.1992 Repair ‘TWIST LOCK’.
08.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
02.07.1992 Repair ‘TWIST LOCK’.
02.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4326 N’
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BRAKE BLOCK RB101’.
15.09.1992 Repair ‘BRAKE LEVER’.
15.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4326 N’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
24.03.1993 Repair ‘TWIST LOCK’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.04.1993 Repair ‘BRAKE BLOCK RB95’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4326 N’
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4326 N’
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘BOGIE BEARERS’.
10.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
10.07.1993 Repair ‘EMPTY LOAD VALVE’.
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10.07.1993 Repair ‘GRADE CONTROL VALVE’.
10.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.07.1993 Repair ‘SIDE BEARER’.
10.07.1993 Repair ‘TOP CENTRE PLATE’.
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
15.08.1993 Repair ‘TWIST LOCK’.
15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4326 N’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4326 N’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4341

Details: wagon ‘RQMY 4341 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 21.01.1980
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD HS RZ RC CM CN CH
Return to Service Date: 13.06.1996
Due Triple Valve: 19.08.1993
Last Triple Valve: 23.03.1990
Last Brake Cylinder: 17.03.1992
Last Single Car Test: 19.08.1992
Last Lift: 15.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

22.12.1988 Alteration ‘CONVERT ‘RA’ CLASS FLAT WAGON FOR USE AS WATER
TANKER BETWEEN THE HALVES OF RAIL GRINDER. REMOVE EXISTING
COUPLERS AND SURPLUS EQUIPMENT AS REQ‘D. PAINT WAGON
‘CATERPILLAR YELLOW‘. FIT 50 T RIDE CONTROL BOGIES FITTED WITH
STUCKI PADS. RECLASSIFY WAGON TO ‘AZWY635L’, STENCIL FOR 110 KM/H
ON WAGON. (RS4368)’. New class: ‘AZWY’.

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
21.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
11.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4341 H’

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1989 Repair ‘BRAKE LEVER’.
07.09.1989 Repair ‘BRAKE PIN’.
07.09.1989 Repair ‘BRAKE PULL ROD’.
07.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.09.1989 Repair ‘COUPLER KNUCKLE’.
07.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1989 Repair ‘TWIST LOCK’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘WHEEL SET’.
07.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
12.10.1989 Repair ‘BOGIE SPRING’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
25.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
25.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1990 Repair ‘BOGIE COMPLETE’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘STEP’.
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26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.07.1990 Repair ‘COUPLER KNUCKLE’.
25.07.1990 Repair ‘END HOSE’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BOGIE COMPLETE’.
03.10.1990 Repair ‘TOP CENTRE PLATE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
28.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
10.04.1991 Repair ‘BOGIE SPRING’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
27.04.1991 Repair ‘BOGIE SPRING’.
27.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
07.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
11.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
06.06.1991 Repair ‘BOGIE SPRING’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
11.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
01.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4341 H’
14.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4341 H’
16.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4341 H’

11.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
18.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
25.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
23.11.1991 Repair ‘BRAKE BLOCK RB95’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COUPLER COMPLETE’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘GRADE CONTROL VALVE’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Repair ‘TWIST LOCK’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
26.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
04.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE SIDEFRAME’.
17.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1992 Repair ‘SIDE BEARER’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
19.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4341 H’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BOLSTER’.
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03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘SIDE BEARER’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘WHEEL SET’.
03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
03.07.1992 Repair ‘STEP’.
03.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE COMPLETE’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.08.1992 Repair ‘END BRAKE COCK’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘TOP CENTRE PLATE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4341 H’
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
05.12.1992 Repair ‘TWIST LOCK’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
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DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.01.1993 Repair ‘TWIST LOCK’.
29.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BRAKE BLOCK RB101’.
10.08.1993 Repair ‘CARD OR CLIP HOLDER’.
10.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE LEVER’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4341 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4341 H’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4346

Details: wagon ‘RQMY 4346 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 22.03.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 02.01.1996
Due Triple Valve: 01.04.1997
Last Single Car Test: 10.11.1993
Last Lift: 07.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

18.08.1989 Repair ‘HANDRAILS END’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4346 G’
05.02.1990 Repair ‘HANDRAILS’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4346 G’
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13.07.1990 Repair ‘HANDRAILS END’.
13.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4346 G’
25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4346 G’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘COUPLER KNUCKLE’.
30.08.1991 Repair ‘EMPTY LOAD VALVE’.
30.08.1991 Repair ‘GRADE CONTROL VALVE’.
30.08.1991 Repair ‘TWIST LOCK’.
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4346 G’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

01.05.1992 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘VEHICLE STENCILS’.
01.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4346 G’
19.05.1992 Repair ‘TWIST LOCK’.
19.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQMY 4346 G’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.06.1992 Repair ‘SIDE BEARER’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘WEAR PLATES & SADDLES’.
19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4346 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
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ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
01.05.1993 Repair ‘TWIST LOCK’.
01.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
05.07.1993 Repair ‘STEP’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB101’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4346 G’
01.10.1993 Repair ‘STEP’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
25.10.1993 Repair ‘TWIST LOCK’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BEARERS’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘END BRAKE COCK’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4346 G’
21.11.1993 Repair ‘TWIST LOCK’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4346 G’
07.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
07.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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07.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQMY 4346 G’

30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4346 G’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4346 G’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4346 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4346 G’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4346 G’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4348

Details: wagon ‘RQMY 4348 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 31.03.1976
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC CM CN CH
Return to Service Date: 29.10.1996
Last Triple Valve: 13.03.1991
Last Brake Cylinder: 10.10.1991
Last Single Car Test: 10.04.1992
Last Lift: 20.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.09.1989 Repair ‘HANDRAILS’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4348 B’
29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Repair ‘TWIST LOCK’.
29.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4348 B’
15.02.1990 Repair ‘END HOSE’.
15.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQMY 4348 B’
05.09.1990 Alteration complete ‘REPLACE EXISTING DROPDOWN TWISTLOCKS

WITH I.B.C. TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX &
AQSY. (RS4537)’.

13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1991 Repair ‘BRAKE CONTROL PIPE’.
13.03.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1991 Repair ‘RELAY VALVE’.
13.03.1991 Repair ‘STANCHION’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘VEHICLE RETARE’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
18.04.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS TO 66 SG AND 30 BG

‘AQMX’ CONTAINER WAGONS IN ACCORDANCE WITH ME STANDARD R31.
RECLASSIFY WAGONS TO ‘AQSY’ RECLASS BOGIES IN ACCORDANCE WITH
ME STANDARD R40. NOTE]] ALL EXISTING STOCK OF ‘STUCKI RB-14’ RSB‘S
ARE TO BE USED FOR INITIAL FITMENT IF ‘MINER TCC-4500’ RSB‘S ARE NOT
AVAILABLE. AQMX - AS SELECTED. (RS4585)’. New class: ‘AQSY’.

26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR
BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
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R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BEARERS’.
03.10.1991 Repair ‘HANDRAILS END’.
03.10.1991 Repair ‘SIDE BEARER’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘TWIST LOCK’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘VEHICLE RECLASSIFY’.
03.10.1991 Repair ‘VEHICLE STENCILS’.
03.10.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4348 B’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER COMPLETE’.
10.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
05.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1991 Repair ‘COUPLER COMPLETE’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Repair ‘VEHICLE COMPLETE’.
05.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
14.01.1992 Repair ‘END HOSE’.
14.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4348 B’
16.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4348 B’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘HANDRAILS END’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
10.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4348 B’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BRAKE BLOCK RB101’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
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03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4348 B’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE BLOCK OTHER’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
04.05.1993 Repair ‘COUPLER KNUCKLE’.
04.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
04.05.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘GRADE CONTROL VALVE’.
04.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.06.1993 Repair ‘END BRAKE COCK’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4348 B’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BRAKE BLOCK RB101’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE SPRING’.
13.01.1994 Repair ‘BRAKE BLOCK RB101’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4348 B’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
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02.03.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4354

Details: wagon ‘RQMY 4354 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 01.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 01.07.1996
Due Triple Valve: 31.01.1990
Last Brake Cylinder: 20.11.1989
Last Single Car Test: 03.09.1992
Last Lift: 01.11.1984
Cont Connector Type:] P
Cont Max Slots: 3

21.10.1986 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQMX’ CONTAINER FLAT WAGONS.
‘AQMX’ WAGONS TO BE RECLASSIFIED ‘AQSY‘. BOGIES TO BE RECLASSIFIED
‘ABSC‘. WAGONS TO BE STENCILLED FOR 110 KM/H OPERATION ON BOTH
SIDES OF WAGON. AQMX NOS. TO BE SELECTED FROM 4200-4399 RANGE.
(RS4157)’. New class: ‘AQSY’.

07.07.1989 Repair ‘BOGIE SPRING’.
07.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4354 T’

23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
02.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Repair ‘BOGIE SPRING’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
28.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
31.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BEARINGS’.
17.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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17.11.1989 Repair ‘SHUNT PAD’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘WHEEL SET’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1989 Repair ‘COUPLER KNUCKLE’.
20.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.11.1989 Repair ‘BOGIE SPRING’.
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Repair ‘VEHICLE COMPLETE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
08.12.1989 Repair ‘BOGIE SPRING’.
08.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
04.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
11.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
15.03.1990 Repair ‘BOGIE SPRING’.
15.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
05.04.1990 Repair ‘BOGIE SPRING’.
05.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
07.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
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11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘WHEEL SET’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
30.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.06.1990 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.06.1990 Repair ‘COUPLER KNUCKLE’.
30.06.1990 Repair ‘EMPTY LOAD VALVE’.
30.06.1990 Repair ‘GRADE CONTROL VALVE’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘TWIST LOCK’.
30.06.1990 Repair ‘WHEEL SET’.
30.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
10.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
28.07.1990 Repair ‘BOGIE SIDEFRAME’.
28.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
24.08.1990 Repair ‘BOGIE SPRING’.
24.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
05.09.1990 Repair ‘BRAKE BLOCK RB95’.
05.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1990 Repair ‘BOGIE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
24.10.1990 Repair ‘BOGIE SPRING’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
29.11.1990 Repair ‘BRAKE BLOCK RB95’.
29.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
01.12.1990 Repair ‘BRAKE BLOCK RB95’.
01.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4354 T’

13.04.1991 Repair ‘BOGIE SPRING’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
16.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1991 Repair ‘BOGIE COMPLETE’.
16.07.1991 Repair ‘COUPLER KNUCKLE’.
16.07.1991 Repair ‘TWIST LOCK’.
16.07.1991 Repair ‘TWIST LOCK’.
16.07.1991 Repair ‘TWIST LOCK’.
16.07.1991 Repair ‘TWIST LOCK’.
16.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1991 Repair ‘BRAKE PULL ROD’.
13.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Repair ‘WHEEL SET’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
01.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
08.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

13.10.1991 Repair ‘BRAKE BLOCK RB95’.
13.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
01.11.1991 Repair ‘BRAKE BLOCK RB95’.
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01.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQMY 4354 T’

03.11.1991 Repair ‘BRAKE BLOCK RB95’.
03.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
08.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
26.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
20.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
20.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
24.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE LEVER’.
19.05.1992 Repair ‘BRAKE PULL ROD’.
19.05.1992 Repair ‘COUPLER KNUCKLE’.
19.05.1992 Repair ‘EMPTY LOAD VALVE’.
19.05.1992 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
22.07.1992 Repair ‘HANDRAILS’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1992 Repair ‘EMPTY LOAD VALVE’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘WHEEL SET’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘HANDRAILS END’.
03.09.1992 Repair ‘SIDE BEARER’.
03.09.1992 Repair ‘TOP CENTRE PLATE’.
03.09.1992 Repair ‘VEHICLE COMPLETE’.
03.09.1992 Repair ‘VEHICLE RECLASSIFY’.
03.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4354 T’
22.09.1992 Repair ‘HANDRAILS END’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
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26.10.1992 Repair ‘TWIST LOCK’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BEARERS’.
01.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.07.1993 Repair ‘TRAIN PIPE (END)’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4354 T’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COUPLER COMPLETE’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
20.08.1993 Repair ‘EMPTY LOAD VALVE’.
20.08.1993 Repair ‘GRADE CONTROL VALVE’.
20.08.1993 Repair ‘STANCHION’.
20.08.1993 Repair ‘STANCHION’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
04.10.1993 Repair ‘TWIST LOCK’.
04.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4354 T’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4354 T’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4354 T’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.

19162



2.711. Wagon classification starting with ‘RQM’

26.07.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RQMY 4359

Details: wagon ‘RQMY 4359 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $22800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS162/3
Date Built: 08.04.1976
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQMY
BSG Code: FSQZ

Capacity of 70 tonnes

Fleet Grp Code: WR AD CN CM CH
Return to Service Date: 25.04.1996
Due Triple Valve: 01.07.1996
Last Brake Cylinder: 13.08.1991
Last Single Car Test: 08.09.1992
Last Lift: 24.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

08.05.1986 Alteration complete ‘FIT ‘STUCKI’ RB14 RSB TO 20 NO. ‘AQMX’
CONTAINER FLAT WAGONS (B.K. BOLSTER PT. NOS. B638 & 779). ‘AQMX’
WAGONS TO BE RECLASSIFIED ‘AQSY’ & STENCILLED FOR 110 KM/H
SERVICE. BOGIES TO BE RECLASSIFIED ‘ABSC’. (N.B. ROLLINGSTOCK ENG‘R
TO SELECT SUITABLE 1600 MM GA BOGIES FOR CONV ERSION FROM
CAPTIVE OR EXCHANGE BOGIE STOCKS) AQMX 4340-4359 (RS4119)’. New
class: ‘AQSY’.

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1989 Repair ‘BRAKE LEVER’.
03.07.1989 Repair ‘BRAKE PIN’.
03.07.1989 Repair ‘BRAKE PULL ROD’.
03.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘COUPLER KNUCKLE’.
03.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
03.07.1989 Repair ‘EMPTY LOAD VALVE’.
03.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘TWIST LOCK’.
03.07.1989 Repair ‘VEHICLE COMPLETE’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4359 S’
03.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
04.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘EMPTY LOAD VALVE’.
09.11.1989 Repair ‘GRADE CONTROL VALVE’.
09.11.1989 Repair ‘TWIST LOCK’.

19164



2.711. Wagon classification starting with ‘RQM’

09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Repair ‘TWIST LOCK’.
09.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
05.12.1989 Repair ‘BOGIE SPRING’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
20.12.1989 Repair ‘BOGIE SPRING’.
20.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Repair ‘TWIST LOCK’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
14.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
26.06.1990 Repair ‘BOGIE COMPLETE’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
17.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
14.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
18.08.1990 Repair ‘BOGIE SPRING’.
18.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
05.09.1990 Alteration ‘REPLACE EXISTING DROPDOWN TWISTLOCKS WITH I.B.C.

TWISTLOCKS TO DRAWING A2/W1-83 OR A2/W1-84. AQMX & AQSY. (RS4537)’.
24.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
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26.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
26.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
19.12.1990 Repair ‘TWIST LOCK’.
19.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
28.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
03.05.1991 Repair ‘STEP’.
03.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1991 Repair ‘BRAKE PULL ROD’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1991 Repair ‘VEHICLE STENCILS’.
13.08.1991 Repair ‘WHEEL SET’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
22.09.1991 Repair ‘BRAKE BLOCK RB95’.
22.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
26.09.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND 70 TONNE AAR

BOGIES TO 53 NO. ‘AQMX’ WAGONS IN ACCORDANCE WITH ME STANDARD
R31. RECLASSIFY WAGONS TO ‘AQMY’ RECLASSIFY BOGIES IN ACCORDANCE
WITH ME STANDARD R40. FIT SIDEBEARERS IN ACCORDANCE WITH
DRAWING A1/W3-11 ITEM 3 (MODIFIED ‘MINER’,TCC4500 BLOCKS AND
CAP). AQMX 53 NO. TO BE SELECTED. (RS4638)’. New class: ‘AQMY’.

01.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Repair ‘EMPTY LOAD VALVE’.
01.10.1991 Repair ‘GRADE CONTROL VALVE’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘TWIST LOCK’.
01.10.1991 Repair ‘TWIST LOCK’.
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01.10.1991 Repair ‘WHEEL SET’.
01.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
09.10.1991 Repair ‘COUPLER COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘EMPTY LOAD VALVE’.
09.10.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Repair ‘TWIST LOCK’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
19.11.1991 Repair ‘TWIST LOCK’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE COMPLETE’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘COUPLER KNUCKLE’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘TWIST LOCK’.
28.02.1992 Repair ‘WHEEL SET’.
28.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘BOGIE BEARERS’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
22.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
08.04.1992 Repair ‘STEP’.
08.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘COUPLER COMPLETE’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER COMPLETE’.
11.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
11.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘GRADE CONTROL VALVE’.
11.08.1992 Repair ‘STRIKING CASTING’.
11.08.1992 Repair ‘TWIST LOCK’.
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11.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
28.08.1992 Repair ‘VEHICLE RECLASSIFY’.
28.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4359 S’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘HANDRAILS END’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘SIDE BEARER’.
08.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQMY 4359 S’
06.07.1993 Repair ‘TWIST LOCK’.
06.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
08.11.1993 Repair ‘BOGIE BEARERS’.
08.11.1993 Repair ‘VEHICLE RECLASSIFY’.
08.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQMY 4359 S’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQMY 4359 S’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQMY’ CONTAINER FLATS TO

‘RQMY‘. (NRC024)’. New class: ‘RQMY’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQMY 4359 S’
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQMY 4359 S’
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQMY 4359 S’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Repair ‘VEHICLE COMPLETE’.

2.712 Wagon classification starting with ‘RQN’

RQNW 5

Details: wagon ‘RQNW 5 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 01.05.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 23.07.1996
Due Triple Valve: 14.07.1993
Last Triple Valve: 28.10.1991
Last Brake Cylinder: 13.02.1992
Last Single Car Test: 18.11.1993
Last Lift: 21.10.1986
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Repair ‘BOGIE SPRING’.
07.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
10.07.1989 Alteration complete ‘TRANSFER (6) ‘AQDW’ CONTAINER FLAT WAGONS

FROM BROAD TO STANDARD GAUGE (EXISTING BOGIES TO BE
CONVERTED). ALTERATION TO BE MADE AFTER AQKY 2-PACK (B.G.) ARE
MODIFIED. AQDW 6 TO BE SELECTED. (RS4432)’.

12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
19.07.1989 Repair ‘BOGIE SPRING’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘GRADE CONTROL VALVE’.
19.07.1989 Repair ‘HANDRAILS’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
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21.08.1989 Repair ‘COUPLER KNUCKLE’.
21.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
23.08.1989 Repair ‘BRAKE BLOCK OTHER’.
23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.08.1989 Repair ‘END HOSE’.
31.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘TWIST LOCK’.
31.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
06.09.1989 Repair ‘BRAKE LEVER’.
06.09.1989 Repair ‘BRAKE PULL ROD’.
06.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
27.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
29.09.1989 Repair ‘BRAKE BLOCK OTHER’.
29.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
06.10.1989 Repair ‘BRAKE BLOCK OTHER’.
06.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQDW 5 A’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘EMPTY LOAD VALVE’.
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Repair ‘END HOSE’.
13.10.1989 Repair ‘FLOOR SHEETING’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1989 Repair ‘COUPLER KNUCKLE’.
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26.10.1989 Repair ‘EMPTY LOAD VALVE’.
26.10.1989 Repair ‘GRADE CONTROL VALVE’.
26.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘TWIST LOCK’.
26.10.1989 Repair ‘VEHICLE COMPLETE’.
26.10.1989 Repair ‘WEAR PLATES & SADDLES’.
26.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1989 Repair ‘BRAKE BLOCK OTHER’.
22.11.1989 Repair ‘BRAKE PULL ROD’.
22.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1989 Repair ‘BRAKE SPRING’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.11.1989 Repair ‘EMPTY LOAD VALVE’.
22.11.1989 Repair ‘GRADE CONTROL VALVE’.
22.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1989 Repair ‘STRIKING CASTING’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Repair ‘WEAR PLATES & SADDLES’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Repair ‘BOGIE SPRING’.
07.02.1990 Repair ‘BRAKE LEVER’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.02.1990 Repair ‘TWIST LOCK’.
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07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘WHEEL SET’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
14.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.02.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
21.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
28.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Repair ‘TWIST LOCK’.
28.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
16.03.1990 Repair ‘BOGIE SIDEFRAME’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
20.04.1990 Repair ‘BOGIE SPRING’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
27.04.1990 Repair ‘BOGIE SPRING’.
27.04.1990 Repair ‘TWIST LOCK’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
02.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
04.05.1990 Repair ‘GRADE CONTROL VALVE’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BRANCH PIPE’.
09.05.1990 Repair ‘COUPLER KNUCKLE’.
09.05.1990 Repair ‘EMPTY LOAD VALVE’.
09.05.1990 Repair ‘END BRAKE COCK’.
09.05.1990 Repair ‘GRADE CONTROL VALVE’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘TWIST LOCK’.
09.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
23.05.1990 Repair ‘BOGIE SPRING’.
23.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
25.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1990 Repair ‘BRAKE PIN’.
25.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 5 A’
09.06.1990 Repair ‘BOGIE CONVERTED BROAD TO STANDARD’.
09.06.1990 Repair ‘BOGIE SPRING’.
09.06.1990 Repair ‘BRAKE BLOCK RB101’.
09.06.1990 Repair ‘BRAKE LEVER’.
09.06.1990 Repair ‘COUPLER KNUCKLE’.
09.06.1990 Repair ‘COUPLER KNUCKLE’.
09.06.1990 Repair ‘EMPTY LOAD VALVE’.
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09.06.1990 Repair ‘GRADE CONTROL VALVE’.
09.06.1990 Repair ‘TRAIN PIPE (END)’.
09.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.06.1990 Repair ‘BRAKE LEVER’.
29.06.1990 Repair ‘BRAKE PULL ROD’.
29.06.1990 Repair ‘COUPLER COMPLETE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
20.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 5 A’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘BRAKE LEVER’.
24.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.09.1990 Repair ‘COUPLER KNUCKLE’.
24.09.1990 Repair ‘EMPTY LOAD VALVE’.
24.09.1990 Repair ‘GRADE CONTROL VALVE’.
24.09.1990 Repair ‘RELAY VALVE’.
24.09.1990 Repair ‘WHEEL SET’.
24.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
10.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.10.1990 Repair ‘HANDRAILS’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘BRAKE BLOCK RB95’.
19.03.1991 Repair ‘TRAIN PIPE (END)’.
19.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 5 A’
20.08.1991 Repair ‘BOGIE SPRING’.
20.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
17.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 5 A’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BOGIE COMPLETE’.
25.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
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25.10.1991 Repair ‘TRAIN PIPE (END)’.
25.10.1991 Repair ‘WHEEL SET’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 5 A’
15.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQDW 5 A’
16.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
19.12.1991 Repair ‘END BRAKE COCK’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1992 Repair ‘BRAKE BLOCK RB95’.
13.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1992 Repair ‘COUPLER COMPLETE’.
13.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Repair ‘VEHICLE COMPLETE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1992 Repair ‘BRAKE LEVER’.
09.07.1992 Repair ‘BRAKE PULL ROD’.
09.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1992 Repair ‘STEP’.
09.07.1992 Repair ‘STRIKING CASTING’.
09.07.1992 Repair ‘TRAIN PIPE (END)’.
09.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 5 A’
28.10.1992 Repair ‘WHEEL SET’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BEARINGS’.
05.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BRAKE PULL ROD’.
05.01.1993 Repair ‘END HOSE’.
05.01.1993 Repair ‘GRADE CONTROL VALVE’.
05.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1993 Repair ‘TWIST LOCK’.
05.01.1993 Repair ‘YOKE CARRIER’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
29.01.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
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11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘END HOSE’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.03.1993 Repair ‘TRAIN PIPE (END)’.
17.03.1993 Repair ‘TRAIN PIPE’.
17.03.1993 Repair ‘WHEEL SET’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘EMPTY LOAD VALVE’.
19.07.1993 Repair ‘END HOSE’.
19.07.1993 Repair ‘GRADE CONTROL VALVE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1993 Repair ‘TRAIN PIPE (END)’.
18.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 5 A’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1993 Repair ‘TRAIN PIPE’.
04.11.1993 Repair ‘VEHICLE COMPLETE’.
04.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 5 A’
27.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
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30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.12.1993 Repair ‘BRAKE LEVER’.
30.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1993 Repair ‘TRAIN PIPE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 5 A’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 5 A’
11.03.1994 Repair ‘VEHICLE RECLASSIFY’.
11.03.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQDW 5 A’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

02.10.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 7

Details: wagon ‘RQNW 7 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 29.05.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Fleet Grp Code: RZ RC AD CM CN CJ
Return to Service Date: 10.08.1996
Due Triple Valve: 01.08.1995
Last Brake Cylinder: 04.03.1990
Last Single Car Test: 26.11.1993
Last Lift: 24.02.1987
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘FLOOR SHEETING’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘TWIST LOCK’.
04.07.1989 Repair ‘WEAR PLATES & SADDLES’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
10.07.1989 Alteration complete ‘TRANSFER (6) ‘AQDW’ CONTAINER FLAT WAGONS

FROM BROAD TO STANDARD GAUGE (EXISTING BOGIES TO BE
CONVERTED). ALTERATION TO BE MADE AFTER AQKY 2-PACK (B.G.) ARE
MODIFIED. AQDW 6 TO BE SELECTED. (RS4432)’.

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BRAKE LEVER’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
21.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1989 Repair ‘BRAKE BLOCK OTHER’.
21.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
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29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1989 Repair ‘TWIST LOCK’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
22.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1989 Repair ‘TWIST LOCK’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
25.08.1989 Repair ‘BRAKE PULL ROD’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
30.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
06.09.1989 Repair ‘BRAKE BLOCK RB101’.
06.09.1989 Repair ‘BRAKE LEVER’.
06.09.1989 Repair ‘BRAKE PULL ROD’.
06.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
04.10.1989 Repair ‘BOGIE SPRING’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
06.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
08.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 7 S’
18.10.1989 Repair ‘BRAKE LEVER’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
27.10.1989 Repair ‘BRAKE BLOCK OTHER’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
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08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1989 Repair ‘BRAKE BLOCK OTHER’.
08.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1989 Repair ‘BRAKE PULL ROD’.
08.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
21.11.1989 Repair ‘BRAKE PIN’.
21.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘END HOSE’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
25.11.1989 Repair ‘BOGIE SPRING’.
25.11.1989 Repair ‘TWIST LOCK’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
28.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BRAKE BLOCK OTHER’.
30.11.1989 Repair ‘BRAKE LEVER’.
30.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1989 Repair ‘TWIST LOCK’.
30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
09.12.1989 Repair ‘BRAKE BLOCK OTHER’.
09.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
02.01.1990 Repair ‘BOGIE SPRING’.
02.01.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1990 Repair ‘COUPLER KNUCKLE’.
05.02.1990 Repair ‘EMPTY LOAD VALVE’.
05.02.1990 Repair ‘GRADE CONTROL VALVE’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
08.02.1990 Repair ‘BOGIE SPRING’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
13.02.1990 Repair ‘BOGIE SPRING’.

19179



2. TIMS GROUP INFORMATION - WAGONS

13.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
15.02.1990 Repair ‘BRAKE BLOCK OTHER’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
22.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1990 Repair ‘BRAKE BLOCK OTHER’.
03.03.1990 Repair ‘BRAKE LEVER’.
03.03.1990 Repair ‘COUPLER KNUCKLE’.
03.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.03.1990 Repair ‘TWIST LOCK’.
03.03.1990 Repair ‘TWIST LOCK’.
03.03.1990 Repair ‘TWIST LOCK’.
03.03.1990 Repair ‘WHEEL SET’.
03.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BEARINGS’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘WHEEL SET’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
10.05.1990 Repair ‘BRAKE BLOCK OTHER’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
24.05.1990 Repair ‘BRAKE BLOCK OTHER’.
24.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
24.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
13.06.1990 Repair ‘BRAKE BLOCK OTHER’.
13.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
15.06.1990 Repair ‘BRAKE BLOCK OTHER’.
15.06.1990 Repair ‘BRAKE PIN’.
15.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
20.06.1990 Repair ‘BRAKE BLOCK RB101’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
27.06.1990 Repair ‘BRAKE BLOCK OTHER’.
27.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 7 S’
04.07.1990 Repair ‘COUPLER KNUCKLE’.
04.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
09.07.1990 Repair ‘WHEEL SET’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Repair ‘TWIST LOCK’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1990 Repair ‘VEHICLE COMPLETE’.
31.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
18.08.1990 Repair ‘BRAKE BLOCK OTHER’.
18.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BODY COMPLETE’.
05.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.09.1990 Repair ‘COUPLER KNUCKLE’.
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
14.09.1990 Repair ‘BRAKE BLOCK OTHER’.
14.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
30.09.1990 Repair ‘BRAKE BLOCK OTHER’.
30.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘COUPLER COMPLETE’.
10.10.1990 Repair ‘TWIST LOCK’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Repair ‘VEHICLE COMPLETE’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
02.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1990 Repair ‘WHEEL SET’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
06.11.1990 Repair ‘VEHICLE COMPLETE’.
06.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
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24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘TWIST LOCK’.
24.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1991 Repair ‘VEHICLE COMPLETE’.
24.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.06.1991 Repair ‘BOGIE SPRING’.
25.06.1991 Repair ‘TWIST LOCK’.
25.06.1991 Repair ‘TWIST LOCK’.
25.06.1991 Repair ‘TWIST LOCK’.
25.06.1991 Repair ‘VEHICLE COMPLETE’.
25.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘COUPLER KNUCKLE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘COUPLER KNUCKLE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘END BRAKE COCK’.
20.02.1992 Repair ‘END HOSE’.
20.02.1992 Repair ‘GRADE CONTROL VALVE’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘TWIST LOCK’.
20.02.1992 Repair ‘WHEEL SET’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘COUPLER COMPLETE’.
05.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1993 Repair ‘COUPLER KNUCKLE’.
05.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
05.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
05.11.1993 Repair ‘END HOSE’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘TRAIN PIPE (END)’.
05.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 7 S’
08.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 7 S’
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10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BOGIE COMPLETE’.
10.11.1993 Repair ‘BOGIE COMPLETE’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘COUPLER KNUCKLE’.
10.11.1993 Repair ‘COUPLER KNUCKLE’.
10.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
10.11.1993 Repair ‘COUPLER TRIGGER LEVER’.
10.11.1993 Repair ‘END HOSE’.
10.11.1993 Repair ‘END HOSE’.
10.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Repair ‘STEP’.
10.11.1993 Repair ‘STEP’.
10.11.1993 Repair ‘TRAIN PIPE (END)’.
10.11.1993 Repair ‘TRAIN PIPE (END)’.
10.11.1993 Repair ‘TRAIN PIPE’.
10.11.1993 Repair ‘TRAIN PIPE’.
10.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1993 Repair ‘UNDERFRAME COMPLETE’.
10.11.1993 Repair ‘UNDERFRAME COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 7 S’
10.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 7 S’
11.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 7 S’
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
28.11.1993 Repair ‘BRAKE FULCRUM BRACKET’.
28.11.1993 Repair ‘BRAKE LEVER’.
28.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
13.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1993 Repair ‘BRAKE PULL ROD’.
13.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
26.01.1994 Repair ‘COUPLER TRIGGER LEVER’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
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10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 7 S’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 7 S’
11.03.1994 Repair ‘VEHICLE RECLASSIFY’.
11.03.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQDW 7 S’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

01.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE RECLASSIFY’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 8

Details: wagon ‘RQNW 8 F’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 04.06.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 11.09.1996
Due Triple Valve: 01.11.1988
Last Triple Valve: 24.05.1993
Last Brake Cylinder: 23.04.1993
Last Single Car Test: 25.10.1993
Last Lift: 11.11.1986
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

10.07.1989 Alteration complete ‘TRANSFER (6) ‘AQDW’ CONTAINER FLAT WAGONS
FROM BROAD TO STANDARD GAUGE (EXISTING BOGIES TO BE
CONVERTED). ALTERATION TO BE MADE AFTER AQKY 2-PACK (B.G.) ARE
MODIFIED. AQDW 6 TO BE SELECTED. (RS4432)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 8 E’
19.07.1989 Repair ‘BRAKE BLOCK OTHER’.
19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
21.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
29.07.1989 Repair ‘BRAKE BLOCK RB95’.
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29.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
08.08.1989 Repair ‘BRAKE BLOCK OTHER’.
08.08.1989 Repair ‘BRAKE LEVER’.
08.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
10.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
10.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
12.08.1989 Repair ‘BOGIE COMPLETE’.
12.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘EMPTY LOAD VALVE’.
15.08.1989 Repair ‘END HOSE’.
15.08.1989 Repair ‘GRADE CONTROL VALVE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Repair ‘TWIST LOCK’.
15.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK OTHER’.
05.09.1989 Repair ‘COUPLER KNUCKLE’.
05.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Repair ‘TWIST LOCK’.
05.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
04.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘END HOSE’.
10.10.1989 Repair ‘FLOOR SHEETING’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘SIDE MEMBER’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
14.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
17.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
17.10.1989 Repair ‘END HOSE’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
26.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘GRADE CONTROL VALVE’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
08.11.1989 Repair ‘BRAKE BLOCK OTHER’.
08.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
10.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
15.11.1989 Repair ‘BRAKE BLOCK OTHER’.
15.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘TWIST LOCK’.
22.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
24.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE PULL ROD’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BOGIE COMPLETE’.
01.12.1989 Repair ‘BOGIE SPRING’.
01.12.1989 Repair ‘BOGIE WEAR PLATES’.
01.12.1989 Repair ‘BRAKE BLOCK RB101’.
01.12.1989 Repair ‘BRAKE PIN’.
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01.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.12.1989 Repair ‘COUPLER KNUCKLE’.
01.12.1989 Repair ‘FLOOR SHEETING’.
01.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
22.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
22.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
10.01.1990 Repair ‘BOGIE SPRING’.
10.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
17.01.1990 Repair ‘BRAKE LEVER’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
11.03.1990 Repair ‘BOGIE SPRING’.
11.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
28.03.1990 Repair ‘BRAKE PULL ROD’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘EMPTY LOAD VALVE’.
28.03.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Repair ‘TWIST LOCK’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
11.05.1990 Repair ‘BOGIE SPRING’.
11.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
14.05.1990 Repair ‘BRAKE BLOCK OTHER’.
14.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
17.05.1990 Repair ‘BOGIE SPRING’.
17.05.1990 Repair ‘BOGIE SPRING’.
17.05.1990 Repair ‘BRAKE BLOCK OTHER’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
23.05.1990 Repair ‘BRAKE BLOCK RB101’.
23.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
25.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1990 Repair ‘BRAKE PIN’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
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16.06.1990 Repair ‘BRAKE BLOCK OTHER’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
23.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1990 Repair ‘BRAKE BLOCK OTHER’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 8 E’
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
03.07.1990 Repair ‘TWIST LOCK’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
19.07.1990 Repair ‘BRAKE BLOCK OTHER’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
31.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
16.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1990 Repair ‘END HOSE’.
16.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
16.10.1990 Repair ‘COUPLER KNUCKLE’.
16.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
20.10.1990 Repair ‘TWIST LOCK’.
20.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
03.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘AQDW 8 E’
10.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.11.1990 Repair ‘BRAKE LEVER’.
10.11.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
10.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1990 Repair ‘TWIST LOCK’.
10.11.1990 Repair ‘VEHICLE COMPLETE’.
10.11.1990 Repair ‘WHEEL SET’.
10.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
30.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
23.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
31.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘TWIST LOCK’.
31.01.1991 Repair ‘WHEEL SET’.
31.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
18.03.1991 Repair ‘VEHICLE COMPLETE’.
18.03.1991 Repair ‘VEHICLE STENCILS’.
18.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQDW 8 E’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1991 Repair ‘BRAKE LEVER’.

19189



2. TIMS GROUP INFORMATION - WAGONS

20.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1991 Repair ‘TWIST LOCK’.
20.03.1991 Repair ‘VEHICLE COMPLETE’.
20.03.1991 Repair ‘WHEEL SET’.
20.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
24.03.1991 Repair ‘HOSE FITTINGS’.
24.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
21.01.1992 Repair ‘FLOOR SHEETING’.
21.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 8 E’
07.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘EMPTY LOAD VALVE’.
19.02.1992 Repair ‘GRADE CONTROL VALVE’.
19.02.1992 Repair ‘TRAIN PIPE (END)’.
19.02.1992 Repair ‘TRAIN PIPE’.
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Repair ‘WEAR PLATES & SADDLES’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
06.03.1992 Repair ‘BRAKE BLOCK RB95’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BRAKE BLOCK RB95’.
10.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.04.1992 Repair ‘FLOOR SHEETING’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Repair ‘TRAIN PIPE (END)’.
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28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 8 E’
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
18.07.1992 Repair ‘TWIST LOCK’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BRAKE PULL ROD’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘EMPTY LOAD VALVE’.
31.07.1992 Repair ‘END BRAKE COCK’.
31.07.1992 Repair ‘END HOSE’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BRAKE BLOCK RB95’.
13.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘EMPTY LOAD VALVE’.
17.08.1992 Repair ‘GRADE CONTROL VALVE’.
17.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Repair ‘TWIST LOCK’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARINGS’.
30.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘TWIST LOCK’.
30.09.1992 Repair ‘WHEEL SET’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
09.10.1992 Repair ‘WHEEL SET’.
09.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 8 E’
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.11.1992 Repair ‘BRAKE PULL ROD’.
04.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQDW 8 E’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQDW 8 E’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Repair ‘VEHICLE COMPLETE’.
08.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
23.05.1993 Repair ‘TWIST LOCK’.
23.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRAKE CONTROL PIPE’.
24.05.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
12.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 8 E’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

08.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
30.08.1993 Repair ‘TWIST LOCK’.
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30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘BOGIE COMPLETE’.
22.10.1993 Repair ‘BRAKE PULL ROD’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘SIDE BEARER’.
22.10.1993 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 8 E’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
26.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
05.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQDW 8 E’
15.11.1993 Repair ‘OUTRIGGERS’.
15.11.1993 Repair ‘TWIST LOCK’.
15.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 8 E’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE COMPLETE’.
25.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQDW 8 E’
13.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Repair ‘HANDRAILS END’.
05.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Repair ‘WEAR PLATES & SADDLES’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
29.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1994 Repair ‘BRAKE PULL ROD’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 8 E’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
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21.03.1994 Repair ‘VEHICLE RECLASSIFY’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 8 E’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

17.11.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
10.03.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 10

Details: wagon ‘RQNW 10 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
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Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 13.06.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 26.08.1996
Due Triple Valve: 01.09.1996
Last Triple Valve: 29.05.1991
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 27.03.1987
Cont Connector Type:] P
Cont Max Slots: 4

06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
18.07.1989 Repair ‘BOGIE FRICTION WEDGE’.
18.07.1989 Repair ‘BOGIE SPRING’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
06.08.1989 Repair ‘BOGIE SPRING’.
06.08.1989 Repair ‘BRAKE BLOCK OTHER’.
06.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
12.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 10 J’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘COUPLER COMPLETE’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘COUPLER KNUCKLE’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Repair ‘TWIST LOCK’.
08.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
23.09.1989 Repair ‘STRIKING CASTING’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
27.09.1989 Repair ‘END HOSE’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 10 J’
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10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK OTHER’.
10.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
10.10.1989 Repair ‘TRAIN PIPE’.
10.10.1989 Repair ‘WHEEL SET’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
14.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
14.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
27.10.1989 Repair ‘END HOSE’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BRAKE BLOCK OTHER’.
08.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
25.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.11.1989 Repair ‘BRAKE BLOCK OTHER’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
20.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
05.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1990 Repair ‘BRAKE LEVER’.
05.02.1990 Repair ‘END BRAKE COCK’.
05.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1990 Repair ‘TRAIN PIPE (END)’.
05.02.1990 Repair ‘TWIST LOCK’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Repair ‘VEHICLE COMPLETE’.
05.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
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21.02.1990 Repair ‘BRAKE BLOCK OTHER’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘BOGIE SPRING’.
05.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.03.1990 Repair ‘TWIST LOCK’.
05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
01.04.1990 Repair ‘BOGIE SPRING’.
01.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
21.04.1990 Repair ‘BOGIE SPRING’.
21.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
24.04.1990 Repair ‘BOGIE SPRING’.
24.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
06.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
23.05.1990 Repair ‘BRAKE BLOCK OTHER’.
23.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
24.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
06.07.1990 Repair ‘BOGIE SPRING’.
06.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
22.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1990 Repair ‘BOGIE SPRING’.
22.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE CONVERTED BROAD TO STANDARD’.
14.08.1990 Repair ‘BRAKE BLOCK OTHER’.
14.08.1990 Repair ‘BRAKE CONTROL PIPE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
18.08.1990 Repair ‘END HOSE’.
18.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
23.08.1990 Repair ‘END HOSE’.
23.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 10 J’
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1990 Repair ‘BRAKE BLOCK RB95’.
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16.11.1990 Repair ‘BRAKE PULL ROD’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BRAKE BLOCK RB95’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘TWIST LOCK’.
12.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE PULL ROD’.
11.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
11.04.1991 Repair ‘SIDE BEARER’.
11.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Repair ‘WHEEL SET’.
11.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 10 J’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.05.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
08.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 10 J’
16.01.1992 Repair ‘COUPLER KNUCKLE PIN’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
02.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
15.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘WHEEL SET’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
09.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
21.09.1992 Repair ‘TWIST LOCK’.
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21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
12.11.1992 Repair ‘STANCHION’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
08.01.1993 Repair ‘WHEEL SET’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
25.01.1993 Repair ‘VEHICLE COMPLETE’.
25.01.1993 Repair ‘WHEEL SET’.
25.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘END BRAKE COCK’.
30.09.1993 Repair ‘END HOSE’.
30.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.09.1993 Repair ‘TRAIN PIPE’.
30.09.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 10 J’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BOGIE BEARERS’.
19.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.10.1993 Repair ‘BOGIE COMPLETE’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘VEHICLE COMPLETE’.
19.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 10 J’
05.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 10 J’
25.11.1993 Repair ‘TWIST LOCK’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQDW 10 J’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.01.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
19.02.1994 Repair ‘VEHICLE RECLASSIFY’.
19.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AQDW 10 J’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16
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(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
27.02.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 10 J’
28.04.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

22.11.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 11

Details: wagon ‘RQNW 11 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 25.06.1974
Operating System: AN
Intended Use: CONTAINERS
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Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 15.08.1996
Due Triple Valve: 01.01.1997
Last Brake Cylinder: 19.08.1991
Last Single Car Test: 17.11.1993
Last Lift: 17.11.1983
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

15.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.07.1989 Repair ‘COUPLER KNUCKLE’.
15.07.1989 Repair ‘EMPTY LOAD VALVE’.
15.07.1989 Repair ‘GRADE CONTROL VALVE’.
15.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Repair ‘TWIST LOCK’.
15.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
20.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 11 S’
22.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 11 S’
01.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BRAKE BLOCK RB95’.
28.11.1989 Repair ‘END BRAKE COCK’.
28.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQDW 11 S’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘BRAKE LEVER’.
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23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘WHEEL SET’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRAKE BLOCK RB95’.
20.04.1990 Repair ‘CARD OR CLIP HOLDER’.
20.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.04.1990 Repair ‘HANDBRAKE HANDLE’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Repair ‘TWIST LOCK’.
20.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
19.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘BRAKE BLOCK OTHER’.
25.07.1990 Repair ‘BRAKE LEVER’.
25.07.1990 Repair ‘END BRAKE COCK’.
25.07.1990 Repair ‘END HOSE’.
25.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 11 S’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘BRAKE PULL ROD’.
25.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 11 S’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BRAKE BLOCK RB95’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 11 S’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
19.08.1991 Repair ‘BRANCH PIPE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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19.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
30.09.1991 Repair ‘END HOSE’.
30.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
04.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
14.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
21.04.1992 Repair ‘VEHICLE COMPLETE’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
28.04.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘EMPTY LOAD VALVE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Repair ‘WHEEL SET’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1993 Repair ‘TRAIN PIPE (END)’.
13.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 11 S’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BEARERS’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BRAKE PIN’.
28.10.1993 Repair ‘BRAKE PULL ROD’.
28.10.1993 Repair ‘BRANCH PIPE’.
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28.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Repair ‘TRAIN PIPE’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
28.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 11 S’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 11 S’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 11 S’
07.04.1994 Repair ‘VEHICLE RECLASSIFY’.
07.04.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQDW 11 S’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

13.04.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 12

Details: wagon ‘RQNW 12 F’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 25.06.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CJ
Return to Service Date: 18.07.1996
Due Triple Valve: 01.02.1989
Last Triple Valve: 06.08.1992
Last Brake Cylinder: 18.11.1993
Last Single Car Test: 18.11.1993
Last Lift: 21.02.1978
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

23.07.1989 Repair ‘BOGIE COMPLETE’.
23.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1989 Repair ‘TRAIN PIPE (END)’.
23.07.1989 Repair ‘TRAIN PIPE’.
23.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘VEHICLE STENCILS’.
07.09.1989 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQDW 12 E’
23.09.1989 Repair ‘STRIKING CASTING’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BRAKE PULL ROD’.
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26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 12 E’
28.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 12 E’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.10.1989 Repair ‘BRAKE LEVER’.
02.10.1989 Repair ‘BRAKE PULL ROD’.
02.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
02.10.1989 Repair ‘GRADE CONTROL VALVE’.
02.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1989 Repair ‘STEP’.
02.10.1989 Repair ‘VEHICLE STENCILS’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE LEVER’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
12.10.1989 Repair ‘BOGIE SIDEFRAME’.
12.10.1989 Repair ‘HANDRAILS’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.10.1989 Repair ‘COUPLER KNUCKLE’.
18.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.10.1989 Repair ‘EMPTY LOAD VALVE’.
18.10.1989 Repair ‘GRADE CONTROL VALVE’.
18.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
19.10.1989 Repair ‘VEHICLE COMPLETE’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
21.10.1989 Repair ‘BOGIE COMPLETE’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
26.10.1989 Repair ‘BOGIE SPRING’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘TWIST LOCK’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
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02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
08.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
15.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
18.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.11.1989 Repair ‘COUPLER KNUCKLE’.
18.11.1989 Repair ‘EMPTY LOAD VALVE’.
18.11.1989 Repair ‘GRADE CONTROL VALVE’.
18.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘TWIST LOCK’.
18.11.1989 Repair ‘VEHICLE COMPLETE’.
18.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
02.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1989 Repair ‘BRAKE BLOCK OTHER’.
02.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
05.12.1989 Repair ‘STANCHION’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
08.01.1990 Repair ‘END HOSE’.
08.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1990 Repair ‘BRAKE LEVER’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
19.02.1990 Repair ‘BRAKE LEVER’.
19.02.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1990 Repair ‘BRAKE PULL ROD’.
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13.03.1990 Repair ‘COUPLER KNUCKLE’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
22.03.1990 Repair ‘BRAKE BLOCK RB101’.
22.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
31.03.1990 Repair ‘BRAKE BLOCK OTHER’.
31.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
28.04.1990 Repair ‘TWIST LOCK’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 12 E’
08.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 12 E’
19.06.1990 Repair ‘BRAKE BLOCK OTHER’.
19.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 12 E’
23.06.1990 Repair ‘BOGIE SPRING’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘VEHICLE COMPLETE’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
05.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
19.07.1990 Repair ‘BRAKE BLOCK OTHER’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
07.08.1990 Repair ‘COUPLER KNUCKLE’.
07.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE SPRING’.
17.08.1990 Repair ‘BOGIE WEAR PLATES’.
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17.08.1990 Repair ‘COUPLER KNUCKLE’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Repair ‘TWIST LOCK’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BOGIE FRICTION WEDGE’.
30.08.1990 Repair ‘BOGIE SPRING’.
30.08.1990 Repair ‘BRAKE BLOCK OTHER’.
30.08.1990 Repair ‘BRAKE CONTROL PIPE’.
30.08.1990 Repair ‘BRAKE LEVER’.
30.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.08.1990 Repair ‘BRANCH PIPE’.
30.08.1990 Repair ‘COUPLER KNUCKLE’.
30.08.1990 Repair ‘TWIST LOCK’.
30.08.1990 Repair ‘TWIST LOCK’.
30.08.1990 Repair ‘WHEEL SET’.
30.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
31.08.1990 Repair ‘BOGIE COMPLETE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BOGIE FRICTION WEDGE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘TWIST LOCK’.
10.09.1990 Repair ‘TWIST LOCK’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘TRAIN PIPE (END)’.
03.10.1990 Repair ‘TWIST LOCK’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘END BRAKE COCK’.
16.01.1991 Repair ‘END HOSE’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1991 Repair ‘TRAIN PIPE (END)’.
16.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 12 E’
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BRAKE PULL ROD’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘EMPTY LOAD VALVE’.
18.02.1991 Repair ‘GRADE CONTROL VALVE’.
18.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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18.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1991 Repair ‘BRAKE PULL ROD’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 12 E’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
05.04.1991 Repair ‘BRAKE LEVER’.
05.04.1991 Repair ‘COUPLER KNUCKLE’.
05.04.1991 Repair ‘EMPTY LOAD VALVE’.
05.04.1991 Repair ‘GRADE CONTROL VALVE’.
05.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Repair ‘TWIST LOCK’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE COMPLETE’.
06.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.08.1991 Repair ‘END FRAME MEMBER’.
06.08.1991 Repair ‘TRAIN PIPE (END)’.
06.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 12 E’
15.08.1991 Repair ‘BOGIE SPRING’.
15.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
29.08.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1991 Repair ‘BOGIE COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
06.08.1992 Repair ‘BRAKE BLOCK RB95’.
06.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.08.1992 Repair ‘TWIST LOCK’.
06.08.1992 Repair ‘VEHICLE COMPLETE’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
09.09.1992 Repair ‘TWIST LOCK’.
09.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
13.11.1992 Repair ‘TWIST LOCK’.
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13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQDW 12 E’

15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BEARINGS’.
15.12.1992 Repair ‘BRAKE CONTROL PIPE’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘STANCHION’.
15.12.1992 Repair ‘STANCHION’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
03.04.1993 Repair ‘TWIST LOCK’.
03.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
18.06.1993 Repair ‘BOGIE BEARINGS’.
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
18.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BODY COMPLETE’.
25.06.1993 Repair ‘BOGIE BEARINGS’.
25.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.06.1993 Repair ‘GRADE CONTROL VALVE’.
25.06.1993 Repair ‘SHUNT PAD’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘CARD OR CLIP HOLDER’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1993 Repair ‘TWIST LOCK’.
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17.08.1993 Repair ‘TWIST LOCK’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 12 E’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘OUTRIGGERS’.
05.11.1993 Repair ‘TRAIN PIPE’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 12 E’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.11.1993 Repair ‘BOGIE COMPLETE’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘COUPLER KNUCKLE’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1993 Repair ‘SIDE BEARER’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 12 E’
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 12 E’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 12 E’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
11.03.1994 Repair ‘VEHICLE RECLASSIFY’.
11.03.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQDW 12 E’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

13.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
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16.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 13

Details: wagon ‘RQNW 13 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 04.07.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS AD CM CN CJ
Return to Service Date: 07.11.1996
Last Triple Valve: 30.06.1988
Last Single Car Test: 26.11.1993
Last Lift: 01.12.1979
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
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04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.09.1989 Repair ‘BRAKE BLOCK OTHER’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQDW 13 N’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1989 Repair ‘BRAKE PULL ROD’.
30.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘TWIST LOCK’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘WHEEL SET’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 13 N’
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE BLOCK RB101’.
22.01.1990 Repair ‘SIDE SILL’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
07.02.1990 Repair ‘TRAIN PIPE’.
07.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘BRAKE BLOCK OTHER’.
04.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1990 Repair ‘COUPLER KNUCKLE’.
04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘END HOSE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘TWIST LOCK’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRAKE BLOCK OTHER’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE COMPLETE’.
24.10.1990 Repair ‘COUPLER KNUCKLE’.
24.10.1990 Repair ‘END HOSE’.
24.10.1990 Repair ‘FLOOR SHEETING’.
24.10.1990 Repair ‘GRADE CONTROL VALVE’.
24.10.1990 Repair ‘ISOLATING COCK’.
24.10.1990 Repair ‘SIDE BEARER’.
24.10.1990 Repair ‘STANCHION’.
24.10.1990 Repair ‘STRIKING CASTING’.
24.10.1990 Repair ‘TWIST LOCK’.
24.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 13 N’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BEARINGS’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1991 Repair ‘BRANCH PIPE’.
30.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘WHEEL SET’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘BRAKE PULL ROD’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1991 Repair ‘WHEEL SET’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE BLOCK RB95’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘END BRAKE COCK’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Repair ‘SIDE SHEET’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Repair ‘TWIST LOCK’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
15.12.1991 Repair ‘VEHICLE COMPLETE’.
15.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
16.01.1992 Repair ‘BRAKE BLOCK OTHER’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
25.02.1992 Repair ‘BRAKE BLOCK RB95’.
25.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘END BRAKE COCK’.
07.05.1992 Repair ‘END HOSE’.
07.05.1992 Repair ‘RELAY VALVE’.
07.05.1992 Repair ‘VEHICLE COMPLETE’.
07.05.1992 Repair ‘VEHICLE STENCILS’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 13 N’
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 13 N’
21.05.1992 Repair ‘TWIST LOCK’.
21.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1992 Repair ‘BRAKE BLOCK RB95’.
10.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
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10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
23.07.1992 Repair ‘BRAKE BLOCK RB95’.
23.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1992 Repair ‘COUPLER KNUCKLE’.
23.07.1992 Repair ‘EMPTY LOAD VALVE’.
23.07.1992 Repair ‘GRADE CONTROL VALVE’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 13 N’
12.11.1992 Repair ‘BOGIE BEARINGS’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
23.11.1992 Repair ‘WHEEL SET’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
26.11.1992 Repair ‘WHEEL SET’.
26.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘BOGIE BEARINGS’.
07.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.
07.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
27.06.1993 Repair ‘TWIST LOCK’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

04.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
18.08.1993 Repair ‘HANDRAILS END’.
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18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQDW 13 N’

02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘TRAIN PIPE (END)’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 13 N’
14.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1993 Repair ‘HANDRAILS END’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘OUTRIGGERS’.
05.11.1993 Repair ‘TRAIN PIPE’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 13 N’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1993 Repair ‘BOGIE COMPLETE’.
12.11.1993 Repair ‘BRAKE PULL ROD’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘TRAIN PIPE (END)’.
12.11.1993 Repair ‘UNDERFRAME COMPLETE’.
12.11.1993 Repair ‘VEHICLE COMPLETE’.
12.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 13 N’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
01.03.1994 Repair ‘VEHICLE RECLASSIFY’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 13 N’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.
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26.04.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 14

Details: wagon ‘RQNW 14 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 11.07.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 23.11.1996
Due Triple Valve: 01.03.1992
Last Brake Cylinder: 08.01.1992
Last Single Car Test: 15.11.1993
Last Lift: 24.11.1986
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

04.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
22.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQDW 14 W’

02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER
LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.

04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘HANDBRAKE HANDLE’.
04.08.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AQDW 14 W’
05.09.1989 Repair ‘HANDRAILS’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.10.1989 Repair ‘BRAKE BLOCK OTHER’.
11.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘EMPTY LOAD VALVE’.
11.10.1989 Repair ‘GRADE CONTROL VALVE’.
11.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1989 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Repair ‘WHEEL SET’.
11.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
15.12.1989 Repair ‘BRAKE BLOCK RB95’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
05.01.1990 Repair ‘BRAKE BLOCK RB95’.
05.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
19.01.1990 Repair ‘BRAKE LEVER’.
19.01.1990 Repair ‘BRAKE PULL ROD’.
19.01.1990 Repair ‘BRANCH PIPE’.
19.01.1990 Repair ‘COUPLER KNUCKLE’.
19.01.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.01.1990 Repair ‘END BRAKE COCK’.
19.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘HANDRAILS END’.
19.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘TWIST LOCK’.
19.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
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07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘COUPLER COMPLETE’.
07.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.02.1990 Repair ‘FLOOR SHEETING’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘WHEEL SET’.
07.02.1990 Repair ‘YOKE COMPLETE’.
07.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
15.05.1990 Repair ‘END BRAKE COCK’.
15.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 14 W’
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘BRAKE PULL ROD’.
23.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1990 Repair ‘TWIST LOCK’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Repair ‘WHEEL SET’.
23.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
11.07.1990 Repair ‘SIDE STEP’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BRAKE BLOCK OTHER’.
25.07.1990 Repair ‘BRAKE LEVER’.
25.07.1990 Repair ‘BRANCH PIPE’.
25.07.1990 Repair ‘END BRAKE COCK’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Repair ‘TWIST LOCK’.
25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘CARD OR CLIP HOLDER’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘FLOOR SHEETING’.
15.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.10.1990 Repair ‘TRAIN PIPE (END)’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
18.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1990 Repair ‘BRAKE BLOCK OTHER’.
18.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
18.10.1990 Repair ‘BRAKE LEVER’.
18.10.1990 Repair ‘BRAKE PULL ROD’.
18.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.10.1990 Repair ‘VEHICLE COMPLETE’.
18.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.01.1991 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘TRAIN PIPE’.
09.01.1991 Repair ‘WEAR PLATES & SADDLES’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1991 Repair ‘HANDBRAKE HANDLE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
05.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1991 Repair ‘BRAKE LEVER’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘WHEEL SET’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
16.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1991 Repair ‘VEHICLE COMPLETE’.
16.02.1991 Repair ‘WHEEL SET’.
16.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘BODY COMPLETE’.
20.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQDW 14 W’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BRAKE PIN’.
03.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.05.1991 Repair ‘HANDBRAKE HANDLE’.
03.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘TWIST LOCK’.
17.09.1991 Repair ‘VEHICLE COMPLETE’.
17.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
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03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1991 Repair ‘BRAKE BLOCK RB95’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘VEHICLE COMPLETE’.
03.12.1991 Repair ‘WHEEL SET’.
03.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1992 Repair ‘BRAKE PULL ROD’.
08.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1992 Repair ‘COUPLER KNUCKLE’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘TWIST LOCK’.
13.03.1992 Repair ‘WHEEL SET’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
27.03.1992 Repair ‘HANDBRAKE HANDLE’.
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.06.1992 Repair ‘BRANCH PIPE’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE FRICTION WEDGE’.
25.06.1992 Repair ‘HANDBRAKE HANDLE’.
25.06.1992 Repair ‘TWIST LOCK’.
25.06.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
11.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1992 Repair ‘BOGIE BEARINGS’.
11.09.1992 Repair ‘BOGIE BOLSTER’.
11.09.1992 Repair ‘BOGIE FRICTION WEDGE’.
11.09.1992 Repair ‘BOGIE SIDEFRAME’.
11.09.1992 Repair ‘BOGIE SIDEFRAME’.
11.09.1992 Repair ‘BRAKE BLOCK RB95’.
11.09.1992 Repair ‘COUPLER KNUCKLE’.
11.09.1992 Repair ‘EMPTY LOAD VALVE’.
11.09.1992 Repair ‘GRADE CONTROL VALVE’.
11.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1992 Repair ‘SHUNT PAD’.
11.09.1992 Repair ‘TWIST LOCK’.
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11.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Repair ‘TWIST LOCK’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BRAKE LEVER’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘VEHICLE COMPLETE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.05.1993 Repair ‘BRAKE LEVER’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘FLOOR SHEETING’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
09.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 14 W’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE PULL ROD’.
28.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘WEAR PLATES & SADDLES’.
28.07.1993 Repair ‘WHEEL SET’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘COUPLER KNUCKLE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.08.1993 Repair ‘HAND RELEASE (AIR)’.
19.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘BRAKE PULL ROD’.
30.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQDW 14 W’

27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘VEHICLE COMPLETE’.
27.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1993 Repair ‘TRAIN PIPE’.
18.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BODY COMPLETE’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘BRAKE BLOCK OTHER’.
04.11.1993 Repair ‘UNDERFRAME COMPLETE’.
04.11.1993 Repair ‘VEHICLE COMPLETE’.
04.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 14 W’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘BRAKE PIN’.
08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 14 W’
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
26.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
24.02.1994 Repair ‘VEHICLE RECLASSIFY’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 14 W’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
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12.05.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 15

Details: wagon ‘RQNW 15 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 04.07.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes
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Fleet Grp Code: RZ RC CM CN AD CJ
Return to Service Date: 23.07.1996
Last Triple Valve: 27.01.1994
Last Brake Cylinder: 27.02.1990
Last Single Car Test: 15.11.1993
Last Lift: 13.03.1980
Cont Connector Type:] P
Cont Max Slots: 4

08.07.1989 Repair ‘END HOSE’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
26.08.1989 Repair ‘END HOSE’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
02.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRAKE PULL ROD’.
23.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 15 X’
20.12.1989 Repair ‘BOGIE BOLSTER’.
20.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1989 Repair ‘BOGIE FRICTION WEDGE’.
20.12.1989 Repair ‘BOGIE SIDEFRAME’.
20.12.1989 Repair ‘BOGIE SPRING’.
20.12.1989 Repair ‘BRAKE BLOCK OTHER’.
20.12.1989 Repair ‘BRAKE PULL ROD’.
20.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.12.1989 Repair ‘BRANCH PIPE’.
20.12.1989 Repair ‘COUPLER KNUCKLE’.
20.12.1989 Repair ‘EMPTY LOAD VALVE’.
20.12.1989 Repair ‘END BRAKE COCK’.
20.12.1989 Repair ‘END HOSE’.
20.12.1989 Repair ‘FLOOR SHEETING’.
20.12.1989 Repair ‘GRADE CONTROL VALVE’.
20.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1989 Repair ‘SIDE SILL’.
20.12.1989 Repair ‘STEP’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Repair ‘TWIST LOCK’.
20.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.01.1990 Repair ‘COUPLER COMPLETE’.
22.01.1990 Repair ‘COUPLER KNUCKLE’.
22.01.1990 Repair ‘EMPTY LOAD VALVE’.
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22.01.1990 Repair ‘GRADE CONTROL VALVE’.
22.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1990 Repair ‘STEP’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘CARD OR CLIP HOLDER’.
27.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.02.1990 Repair ‘COUPLER KNUCKLE’.
27.02.1990 Repair ‘EMPTY LOAD VALVE’.
27.02.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Repair ‘TWIST LOCK’.
27.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
27.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
27.04.1990 Repair ‘HANDRAILS END’.
27.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 15 X’
03.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 15 X’
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
01.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
01.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.09.1990 Repair ‘BRAKE LEVER’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1990 Repair ‘TRAIN PIPE (END)’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
10.10.1990 Repair ‘BRAKE BLOCK RB95’.
10.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE BLOCK RB95’.
26.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQDW 15 X’
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29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘TWIST LOCK’.
29.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
20.11.1990 Repair ‘END HOSE’.
20.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.12.1990 Repair ‘WEAR PLATES & SADDLES’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘COUPLER KNUCKLE’.
30.04.1991 Repair ‘COUPLER TRIGGER LEVER’.
30.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
03.02.1992 Repair ‘HANDRAILS’.
03.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 15 X’
15.02.1992 Repair ‘END HOSE’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
13.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
13.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Repair ‘TWIST LOCK’.
23.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
08.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
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08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.09.1992 Repair ‘TWIST LOCK’.
08.09.1992 Repair ‘WEAR PLATES & SADDLES’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
10.09.1992 Repair ‘WHEEL SET’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Repair ‘WHEEL SET’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
22.01.1993 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Repair ‘VEHICLE COMPLETE’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARERS’.
04.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘EMPTY LOAD VALVE’.
04.03.1993 Repair ‘GRADE CONTROL VALVE’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
20.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.10.1993 Repair ‘END BRAKE COCK’.
20.10.1993 Repair ‘GRADE CONTROL VALVE’.
20.10.1993 Repair ‘TRAIN PIPE’.
20.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 15 X’
05.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 15 X’
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 15 X’
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Repair ‘WHEEL SET’.
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20.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 15 X’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
27.01.1994 Repair ‘BRAKE LEVER’.
27.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.01.1994 Repair ‘EMPTY LOAD VALVE’.
27.01.1994 Repair ‘GRADE CONTROL VALVE’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘WHEEL SET’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 15 X’
19.02.1994 Repair ‘VEHICLE RECLASSIFY’.
19.02.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘AQDW 15 X’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
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(RS4923)’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 16

Details: wagon ‘RQNW 16 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $29410
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-4
Date Built: 04.07.1974
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQDW
BSG Code: FSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Fleet Grp Code: WR CM CN AD CJ
Return to Service Date: 13.08.1996
Due Triple Valve: 01.05.1992
Last Brake Cylinder: 08.05.1990
Last Single Car Test: 17.11.1993
Cont Connector Type:] P
Cont Max Slots: 4

28.06.1988 Alteration complete ‘STENCIL ALL ‘AQDW’ CLASS WAGONS ‘SUITABLE
FOR 110KM/H’ OPERATION (RS4296)’.

14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BEARERS’.
19.07.1989 Repair ‘SIDE BEARER’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
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30.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1989 Repair ‘BOGIE COMPLETE’.
30.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
02.08.1989 Alteration complete ‘FIT LOCKING HOOK AND CHAIN TO COUPLER

LIFTERS ON B.G. AND S.G. ‘AQDW’ WAGONS. AQDW (RS4440)’.
22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE FRICTION WEDGE’.
22.08.1989 Repair ‘BOGIE SPRING’.
22.08.1989 Repair ‘BOGIE SPRING’.
22.08.1989 Repair ‘BOGIE SPRING’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
28.11.1989 Repair ‘WHEEL SET’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE BLOCK OTHER’.
01.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘TWIST LOCK’.
01.12.1989 Repair ‘WHEEL SET’.
01.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1990 Repair ‘BRAKE BLOCK OTHER’.
26.01.1990 Repair ‘BRAKE PULL ROD’.
26.01.1990 Repair ‘BRANCH PIPE’.
26.01.1990 Repair ‘COUPLER KNUCKLE’.
26.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
26.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1990 Repair ‘TWIST LOCK’.
26.01.1990 Repair ‘WHEEL SET’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Repair ‘BRAKE LEVER’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1990 Repair ‘STANCHION’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK OTHER’.
29.06.1990 Repair ‘BRAKE PULL ROD’.
29.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
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29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘STEP’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘WHEEL SET’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 16 R’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘BRAKE PULL ROD’.
21.02.1991 Repair ‘BRANCH PIPE’.
21.02.1991 Repair ‘COUPLER COMPLETE’.
21.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1991 Repair ‘COUPLER KNUCKLE’.
21.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
21.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1991 Repair ‘FLOOR SHEETING’.
21.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘TRAIN PIPE (END)’.
21.02.1991 Repair ‘TRAIN PIPE’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘TWIST LOCK’.
21.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.02.1991 Repair ‘WEAR PLATES & SADDLES’.
21.02.1991 Repair ‘WHEEL SET’.
21.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 16 R’
04.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 16 R’
20.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1991 Repair ‘BRAKE BLOCK RB95’.
20.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.04.1991 Repair ‘BRAKE PULL ROD’.
20.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.04.1991 Repair ‘COUPLER KNUCKLE’.
20.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘TWIST LOCK’.
20.04.1991 Repair ‘WHEEL SET’.
20.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘COUPLER KNUCKLE’.
17.05.1991 Repair ‘EMPTY LOAD VALVE’.
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17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Repair ‘TWIST LOCK’.
17.05.1991 Repair ‘TWIST LOCK’.
17.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1991 Repair ‘VEHICLE COMPLETE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE BLOCK OTHER’.
29.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.05.1991 Repair ‘COUPLER KNUCKLE’.
29.05.1991 Repair ‘EMPTY LOAD VALVE’.
29.05.1991 Repair ‘GRADE CONTROL VALVE’.
29.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Repair ‘TWIST LOCK’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
17.06.1991 Repair ‘VEHICLE COMPLETE’.
17.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘COUPLER COMPLETE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1991 Repair ‘BOGIE COMPLETE’.
01.08.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.08.1991 Repair ‘SIDE BEARER’.
01.08.1991 Repair ‘STEP’.
01.08.1991 Repair ‘TOP CENTRE PLATE’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘TWIST LOCK’.
01.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 16 R’
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘BRAKE BLOCK RB95’.
03.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1991 Repair ‘COUPLER KNUCKLE’.
20.09.1991 Repair ‘EMPTY LOAD VALVE’.
20.09.1991 Repair ‘GRADE CONTROL VALVE’.
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20.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
08.10.1991 Repair ‘WHEEL SET’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BRAKE BLOCK RB95’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘VEHICLE COMPLETE’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
06.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE SPRING’.
10.01.1992 Repair ‘END HOSE’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
29.01.1992 Repair ‘BOGIE SPRING’.
29.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
23.03.1992 Repair ‘BRAKE BLOCK RB95’.
23.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Repair ‘HANDBRAKE HANDLE’.
04.04.1992 Repair ‘TWIST LOCK’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1992 Repair ‘WHEEL SET’.
10.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘WHEEL SET’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
29.01.1993 Repair ‘BOGIE FRICTION WEDGE’.
29.01.1993 Repair ‘WHEEL SET’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
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29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1993 Repair ‘VEHICLE COMPLETE’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘TOP CENTRE PLATE’.
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘TRAIN PIPE’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1993 Repair ‘WHEEL SET’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
13.07.1993 Alteration complete ‘MODIFY ‘AQDW’ TO INCLUDE ADDITIONAL

TWISTLOCKS AND OUTRIGGER TO SUIT 48’ CONTAINERS AS PER DRAWING
A0/W1-302. AQDW 5, 7, 8, 10 - 16. (RS4803)’.

15.07.1993 Alteration complete ‘PURCHASE & INSTALL 4 OFF/BOGIE LOAD
BEARING SPRINGS RC3, FRICTION WEDGE SPRINGS RC293 & RC294 (4
OFF/BOGIE EACH). PURCHASE & INSTALL ‘NOVASTEEN’ F3 CENTREPLATE
LINER. REPLACE EXISTING STABILISER BAR BUSHES (8 OFF/BOGIE). MODIFY
WEDGES & GRIND SIDEFRAMES (BK17482). AQDW 5, 7, 8, 10 - 16. (RS4804)’.

25.07.1993 Repair ‘TWIST LOCK’.
25.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQDW 16 R’
06.09.1993 Repair ‘STEP’.
06.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘TRAIN PIPE (END)’.
13.10.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQDW 16 R’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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29.10.1993 Repair ‘BOGIE COMPLETE’.
29.10.1993 Repair ‘BRAKE PULL ROD’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘TOP CENTRE PLATE’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQDW 16 R’
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQDW 16 R’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRANCH PIPE’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘END BRAKE COCK’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQDW 16 R’
24.02.1994 Alteration complete ‘RECLASSIFY AQDW VEHICLES TO RQNW 1-16

(NATIONAL RAIL) (RS4844)’. New class: ‘RQNW’.
11.03.1994 Repair ‘VEHICLE RECLASSIFY’.
11.03.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQDW 16 R’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

11.04.1996 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 60001

Details: wagon ‘RQNW 60001 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60001 C—-EX RQJW 60001 G
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 20.05.1996
Cont Connector Type:] P
Cont Max Slots: 4

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60001 G’
11.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

04.04.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 60002

Details: wagon ‘RQNW 60002 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60002 L
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: RZ RC HS JW CN AD
Return to Service Date: 08.03.1995
Cont Connector Type:] P
Cont Max Slots: 4

24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60002 L’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQNW 60003

Details: wagon ‘RQNW 60003 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQJW 60003 B
BSG Code: NSQQ

Capacity of 51 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 04.12.1995
Cont Connector Type:] P
Cont Max Slots: 4

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60003 B’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
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‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

04.12.1995 Repair ‘VEHICLE COMPLETE’.

RQNW 60006

Details: wagon ‘RQNW 60006 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW60006B/RQJW60006F
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: RZ AD HS JW RC CN
Return to Service Date: 30.03.1996
Cont Connector Type:] P
Cont Max Slots: 4

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60006 F’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

08.03.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 60012

Details: wagon ‘RQNW 60012 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQWW 60012 Q
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 50 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 07.06.1994
Cont Connector Type:] P
Cont Max Slots: 4

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60012 A’
29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQWW 60012 Q’
14.04.1995 Repair ‘VEHICLE RECLASSIFY’.
14.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQWW 60012 Q’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQNW 60015

Details: wagon ‘RQNW 60015 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQJW 60015 E
BSG Code: NSQQ
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Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 02.07.1996
Cont Connector Type:] P
Cont Max Slots: 4

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60015 E’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 60017

Details: wagon ‘RQNW 60017 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60017 S
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: WR CN AD
Return to Service Date: 19.08.1994
Last Single Car Test: 21.12.1993
Cont Connector Type:] P
Cont Max Slots: 4

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60017 S’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS

19243



2. TIMS GROUP INFORMATION - WAGONS

PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQNW 60020

Details: wagon ‘RQNW 60020 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60020 J
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 27.03.1996
Cont Connector Type:] P
Cont Max Slots: 4

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60020 J’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

27.03.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 60023

Details: wagon ‘RQNW 60023 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard

19244



2.712. Wagon classification starting with ‘RQN’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60023 N
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 26.04.1996
Cont Connector Type:] P
Cont Max Slots: 4

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60023 N’
18.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

26.04.1996 Repair ‘VEHICLE COMPLETE’.

RQNW 60031

Details: wagon ‘RQNW 60031 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQJW 60031 H
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes
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Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 04.06.1992
Cont Connector Type:] P
Cont Max Slots: 4

01.11.1994 Repair ‘VEHICLE RECLASSIFY’.
01.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60031 H’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQNW 60033

Details: wagon ‘RQNW 60033 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQJW 60033 C
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: RZ RC CN AD
Return to Service Date: 08.02.1994
Cont Connector Type:] P
Cont Max Slots: 4

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60033 C’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.
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RQNW 60034

Details: wagon ‘RQNW 60034 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60034 H—-EX RQJW 60034 L
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 14.10.1994
Cont Connector Type:] P
Cont Max Slots: 4

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60034 L’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQNW 60041

Details: wagon ‘RQNW 60041 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQJW 60041L
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 51 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 03.06.1989
Cont Connector Type:] P
Cont Max Slots: 4

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60041 L’
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

RQNW 60048

Details: wagon ‘RQNW 60048 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 60048F
BSG Code: NSQQ

Capacity of 50 tonnes

Capacity of 50 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 14.12.1995
Cont Connector Type:] P
Cont Max Slots: 4

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60048 F’
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27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

14.12.1995 Repair ‘VEHICLE COMPLETE’.

RQNW 60049

Details: wagon ‘RQNW 60049 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQWW 60049 L
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 50 tonnes

Fleet Grp Code: AD RZ HS JW RC CN
Return to Service Date: 17.09.1995
Cont Connector Type:] P
Cont Max Slots: 4

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQJW 60049 S’
29.11.1994 Repair ‘VEHICLE RECLASSIFY’.
29.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQWW 60049 L’
09.02.1995 Repair ‘VEHICLE RECLASSIFY’.
09.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQWW 60049 L’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS

PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.
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2.713 Wagon classification starting with ‘RQO’

RQOX 30121

Details: wagon ‘RQOX 30121 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 52 tonnes

Fleet Grp Code: RZ RB AD CM CN CG
Return to Service Date: 22.07.1995
Cont Connector Type:] P
Cont Max Slots: 3

07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQBX 30121 W’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQOX 30122

Details: wagon ‘RQOX 30122 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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Remarks: EX WQBX
BSG Code: WXQZ

Capacity of 52 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 09.09.1995
Last Single Car Test: 03.04.1989
Cont Connector Type:] P
Cont Max Slots: 3

05.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.05.1990 Repair ‘COUPLER KNUCKLE’.
05.05.1990 Repair ‘HANDRAILS’.
05.05.1990 Repair ‘HANDRAILS END’.
05.05.1990 Repair ‘STEP’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30122 X’
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Repair ‘STEP’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30122 X’
27.02.1992 Repair ‘STEP’.
27.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30122 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQBX’ CONTAINER FLATS TO

‘RQOX‘. (NRC044)’. New class: ‘RQOX’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30122 X’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQOX 30123

Details: wagon ‘RQOX 30123 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 52 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 21.12.1995
Last Single Car Test: 27.07.1993
Cont Connector Type:] P
Cont Max Slots: 3

11.11.1990 Repair ‘BRAKE BLOCK RB95’.
11.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30123 R’
17.07.1993 Repair ‘COUPLER KNUCKLE’.
17.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30123 R’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘TRAIN PIPE (END)’.
26.07.1993 Repair ‘TRAIN PIPE’.
26.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQBX 30123 R’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQBX 30123 R’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30123 R’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQBX 30123 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQBX’ CONTAINER FLATS TO

‘RQOX‘. (NRC044)’. New class: ‘RQOX’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30123 R’
04.09.1994 Repair ‘VEHICLE RECLASSIFY’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30123 R’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

21.12.1995 Repair ‘VEHICLE COMPLETE’.

19252



2.713. Wagon classification starting with ‘RQO’

RQOX 30124

Details: wagon ‘RQOX 30124 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 52 tonnes

Fleet Grp Code: WR CM CN CG AD
Return to Service Date: 21.04.1995
Last Single Car Test: 04.12.1991
Cont Connector Type:] P
Cont Max Slots: 3

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Repair ‘END HOSE’.
11.07.1989 Repair ‘STEP’.
11.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQBX 30124 D’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Repair ‘TRAIN PIPE’.
19.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQBX 30124 D’
13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30124 D’
09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30124 D’
10.05.1990 Repair ‘HANDRAILS END’.
10.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30124 D’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQBX 30124 D’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
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31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘WQBX 30124 D’

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQBX’ CONTAINER FLATS TO
‘RQOX‘. (NRC044)’. New class: ‘RQOX’.

09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30124 D’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30124 D’
24.11.1994 Repair ‘VEHICLE RECLASSIFY’.
24.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30124 D’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQOX 30125

Details: wagon ‘RQOX 30125 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 52 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 14.12.1995
Cont Connector Type:] P
Cont Max Slots: 3

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE SPRING’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQBX 30125 M’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BEARERS’.
23.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQBX 30125 M’
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17.09.1990 Repair ‘HANDRAILS END’.
17.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30125 M’
24.01.1994 Repair ‘HANDRAILS END’.
24.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30125 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQBX’ CONTAINER FLATS TO

‘RQOX‘. (NRC044)’. New class: ‘RQOX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQBX 30125 M’
20.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQBX 30125 M’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30125 M’
14.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

14.12.1995 Repair ‘VEHICLE COMPLETE’.

RQOX 30126

Details: wagon ‘RQOX 30126 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.6tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 52 tonnes

Fleet Grp Code: AD RZ RB CM CN CG
Return to Service Date: 12.02.1996
Due Triple Valve: 09.07.1988
Cont Connector Type:] P
Cont Max Slots: 3

28.08.1989 Repair ‘HANDRAILS’.
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28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘WQBX 30126 V’

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘STEP’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
12.12.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30126 V’
28.12.1989 Repair ‘END HOSE’.
28.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQBX 30126 V’
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘BRANCH PIPE’.
03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Repair ‘TRAIN PIPE’.
03.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQBX 30126 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQBX’ CONTAINER FLATS TO

‘RQOX‘. (NRC044)’. New class: ‘RQOX’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQBX 30126 V’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2177

Details: wagon ‘RQOY 2177 N’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 03.02.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 28.12.1995
Last Brake Cylinder: 24.08.1992
Last Single Car Test: 20.09.1989
Last Lift: 01.04.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.08.1989 Repair ‘END HOSE’.
14.08.1989 Repair ‘END HOSE’.
14.08.1989 Repair ‘HANDRAILS’.
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
14.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2177 T’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘END BRAKE COCK’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2177 T’
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
21.11.1989 Repair ‘END HOSE’.
21.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2177 T’
06.12.1989 Repair ‘TWIST LOCK’.

19257



2. TIMS GROUP INFORMATION - WAGONS

06.12.1989 Repair ‘TWIST LOCK’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.05.1990 Repair ‘COUPLER KNUCKLE’.
04.05.1990 Repair ‘HANDRAILS’.
04.05.1990 Repair ‘STANCHION’.
04.05.1990 Repair ‘TRAIN PIPE (END)’.
04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Repair ‘TWIST LOCK’.
04.05.1990 Repair ‘VEHICLE RETARE’.
04.05.1990 Repair ‘VEHICLE STENCILS’.
04.05.1990 Repair ‘WEAR PLATES & SADDLES’.
04.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘HANDRAILS’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘WEAR PLATES & SADDLES’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
07.09.1990 Repair ‘END HOSE’.
07.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2177 T’
03.05.1991 Repair ‘END HOSE’.
03.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2177 T’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE COMPLETE’.
08.01.1992 Repair ‘BRAKE LEVER’.
08.01.1992 Repair ‘HANDRAILS END’.
08.01.1992 Repair ‘WEAR PLATES & SADDLES’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘BOGIE BEARERS’.
24.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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24.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1992 Repair ‘SIDE BEARER’.
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Repair ‘VEHICLE RECLASSIFY’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BEARINGS’.
19.11.1992 Repair ‘BOGIE SPRING’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER COMPLETE’.
18.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.12.1992 Repair ‘EMPTY LOAD VALVE’.
18.12.1992 Repair ‘GRADE CONTROL VALVE’.
18.12.1992 Repair ‘YOKE COMPLETE’.
18.12.1992 Repair ‘YOKE PIN’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
05.06.1993 Repair ‘TWIST LOCK’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
09.06.1993 Repair ‘TWIST LOCK’.
09.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
13.09.1993 Repair ‘END HOSE’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
22.09.1993 Repair ‘BOGIE BOLSTER’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
13.10.1993 Repair ‘TWIST LOCK’.
13.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
23.11.1993 Repair ‘TWIST LOCK’.
23.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’

19259



2. TIMS GROUP INFORMATION - WAGONS

30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
02.12.1993 Repair ‘BOGIE COMPLETE’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2177 T’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2177 T’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

28.12.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2178

Details: wagon ‘RQOY 2178 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 23.02.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR AD CM CN UI CI
Return to Service Date: 28.10.1996
Due Triple Valve: 03.10.1990
Last Brake Cylinder: 04.09.1992
Last Lift: 23.04.1980
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

24.07.1989 Repair ‘HANDRAILS END’.
24.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2178 F’
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BRAKE CONTROL PIPE’.
03.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.10.1989 Repair ‘END HOSE’.
03.10.1989 Repair ‘GRADE CONTROL VALVE’.
03.10.1989 Repair ‘TWIST LOCK’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
08.10.1989 Repair ‘VEHICLE STENCILS’.
08.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2178 F’
20.11.1989 Repair ‘HANDRAILS END’.
20.11.1989 Repair ‘TWIST LOCK’.
20.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BRAKE CONTROL PIPE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
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07.06.1990 Repair ‘END HOSE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Repair ‘TWIST LOCK’.
07.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
04.10.1990 Repair ‘STEP’.
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Repair ‘VEHICLE STENCILS’.
21.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2178 F’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘BRAKE BLOCK RB95’.
30.04.1991 Repair ‘END HOSE’.
30.04.1991 Repair ‘TWIST LOCK’.
30.04.1991 Repair ‘VEHICLE COMPLETE’.
30.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON
‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.

04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Repair ‘TWIST LOCK’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BEARERS’.
12.10.1992 Repair ‘BRAKE BLOCK RB95’.
12.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1992 Repair ‘SIDE BEARER’.
12.10.1992 Repair ‘VEHICLE COMPLETE’.
12.10.1992 Repair ‘VEHICLE RECLASSIFY’.
12.10.1992 Repair ‘VEHICLE STENCILS’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
30.10.1992 Repair ‘TWIST LOCK’.
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30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2178 F’

11.11.1992 Repair ‘TWIST LOCK’.
11.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘WHEEL SET’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
08.11.1993 Repair ‘HANDRAILS END’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2178 F’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
13.11.1993 Repair ‘TWIST LOCK’.
13.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
05.12.1993 Repair ‘TWIST LOCK’.
05.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘COUPLER KNUCKLE’.
07.03.1994 Repair ‘EMPTY LOAD VALVE’.
07.03.1994 Repair ‘TWIST LOCK’.
07.03.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘AQOY 2178 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
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06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2178 F’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2178 F’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

10.01.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2179

Details: wagon ‘RQOY 2179 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 18.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ
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Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 16.08.1996
Last Triple Valve: 20.04.1988
Last Brake Cylinder: 27.09.1991
Last Single Car Test: 09.03.1993
Last Lift: 04.04.1975
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

14.07.1989 Repair ‘END COMPLETE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2179 Y’
06.06.1990 Repair ‘VEHICLE COMPLETE’.
06.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2179 Y’
02.10.1990 Repair ‘VEHICLE STENCILS’.
02.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2179 Y’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘CARD OR CLIP HOLDER’.
27.09.1991 Repair ‘CARD OR CLIP HOLDER’.
27.09.1991 Repair ‘END BRAKE COCK’.
27.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Repair ‘RELAY VALVE’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2179 Y’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Repair ‘TWIST LOCK’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2179 Y’
14.05.1992 Repair ‘HANDRAILS’.
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14.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2179 Y’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE CONTROL PIPE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2179 Y’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘BOGIE COMPLETE’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.
23.04.1993 Repair ‘SIDE BEARER’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘TWIST LOCK’.
23.04.1993 Repair ‘VEHICLE RECLASSIFY’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2179 Y’
03.05.1993 Repair ‘TWIST LOCK’.
03.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BRAKE LEVER’.
18.06.1993 Repair ‘COUPLER KNUCKLE’.
18.06.1993 Repair ‘EMPTY LOAD VALVE’.
18.06.1993 Repair ‘GRADE CONTROL VALVE’.
18.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1993 Repair ‘TWIST LOCK’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2179 Y’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2179 Y’
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
20.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
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04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2179 Y’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2179 Y’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2180

Details: wagon ‘RQOY 2180 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 18.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
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Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 24.09.1996
Last Brake Cylinder: 23.11.1988
Last Lift: 27.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

24.03.1990 Repair ‘END HOSE’.
24.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2180 K’
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2180 K’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘EMPTY LOAD VALVE’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Repair ‘TWIST LOCK’.
19.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2180 K’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘CARD OR CLIP HOLDER’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2180 K’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BEARERS’.
17.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1992 Repair ‘COUPLER KNUCKLE’.
17.09.1992 Repair ‘END BRAKE COCK’.
17.09.1992 Repair ‘SIDE BEARER’.
17.09.1992 Repair ‘TRAIN PIPE’.
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17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Repair ‘VEHICLE RECLASSIFY’.
17.09.1992 Repair ‘WHEEL SET’.
17.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2180 K’
10.03.1993 Repair ‘TWIST LOCK’.
10.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2180 K’
12.05.1993 Repair ‘TWIST LOCK’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2180 K’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘HOSE FITTINGS’.
08.06.1993 Repair ‘WEAR PLATES & SADDLES’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2180 K’
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2180 K’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRANCH PIPE’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2180 K’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2180 K’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2180 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2180 K’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.11.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQOY 2181

Details: wagon ‘RQOY 2181 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 23.02.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CI
Return to Service Date: 16.09.1996
Last Brake Cylinder: 21.12.1989
Last Single Car Test: 22.02.1989
Last Lift: 22.05.1980
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘EMPTY LOAD VALVE’.
13.07.1989 Repair ‘END HOSE’.
13.07.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
24.07.1989 Repair ‘HANDRAILS END’.
24.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2181 T’
19.12.1989 Repair ‘HANDRAILS END’.
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19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2181 T’
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘VEHICLE COMPLETE’.
21.12.1989 Repair ‘VEHICLE COMPLETE’.
21.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
08.03.1990 Repair ‘HANDRAILS END’.
08.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2181 T’
25.05.1990 Repair ‘HANDRAILS’.
25.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2181 T’
05.11.1990 Repair ‘BOGIE BEARINGS’.
05.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
15.01.1991 Repair ‘LASHING POINT’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2181 T’
23.01.1991 Repair ‘BOGIE COMPLETE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2181 T’
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘EMPTY LOAD VALVE’.
18.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1991 Repair ‘TWIST LOCK’.
18.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.

30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Repair ‘SIDE BEARER’.
30.07.1992 Repair ‘VEHICLE STENCILS’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
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09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BEARINGS’.
09.09.1992 Repair ‘BOGIE SPRING’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘TRAIN PIPE (END)’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Repair ‘HANDRAILS END’.
22.12.1992 Repair ‘STEP’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘TWIST LOCK’.
22.12.1992 Repair ‘VEHICLE COMPLETE’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘EMPTY LOAD VALVE’.
14.04.1993 Repair ‘GRADE CONTROL VALVE’.
14.04.1993 Repair ‘TRAIN PIPE (END)’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
25.06.1993 Repair ‘BOGIE SIDEFRAME’.
25.06.1993 Repair ‘STEP’.
25.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
30.07.1993 Repair ‘BOGIE SPRING’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
02.09.1993 Repair ‘BOGIE SPRING’.
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02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2181 T’

20.11.1993 Repair ‘TWIST LOCK’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
12.12.1993 Repair ‘BOGIE COMPLETE’.
12.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2181 T’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2181 T’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
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30.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2182

Details: wagon ‘RQOY 2182 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 04.02.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 03.12.1995
Last Brake Cylinder: 05.05.1992
Last Single Car Test: 05.05.1992
Last Lift: 30.06.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.04.1990 Repair ‘END HOSE’.
21.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2182 F’
05.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.05.1990 Repair ‘END BRAKE COCK’.
05.05.1990 Repair ‘RELAY VALVE’.
05.05.1990 Repair ‘TRAIN PIPE (END)’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Repair ‘TWIST LOCK’.
05.05.1990 Repair ‘TWIST LOCK’.
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05.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2182 F’
11.07.1990 Repair ‘BRAKE CONTROL PIPE’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2182 F’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘TWIST LOCK’.
20.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2182 F’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE BLOCK RB95’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘EMPTY LOAD VALVE’.
05.12.1990 Repair ‘GRADE CONTROL VALVE’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘TWIST LOCK’.
05.12.1990 Repair ‘WHEEL SET’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2182 F’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE CONTROL PIPE’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘BRANCH PIPE’.
28.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.04.1992 Repair ‘END BRAKE COCK’.
28.04.1992 Repair ‘END HOSE’.
28.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Repair ‘RELAY VALVE’.
28.04.1992 Repair ‘TRAIN PIPE (END)’.
28.04.1992 Repair ‘TRAIN PIPE’.
28.04.1992 Repair ‘YOKE CARRIER’.
28.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2182 F’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BEARERS’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘COUPLER KNUCKLE’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
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20.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2182 F’
01.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2182 F’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘COUPLER KNUCKLE’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘TWIST LOCK’.
19.01.1993 Repair ‘WHEEL SET’.
19.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2182 F’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘END BRAKE COCK’.
23.03.1993 Repair ‘HOSE FITTINGS’.
23.03.1993 Repair ‘TRAIN PIPE (END)’.
23.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2182 F’
02.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2182 F’
03.05.1993 Repair ‘STEP’.
03.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
31.05.1993 Repair ‘BOGIE BEARINGS’.
31.05.1993 Repair ‘STEP’.
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
28.07.1993 Repair ‘HANDRAILS END’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2182 F’
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18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRANCH PIPE’.
27.10.1993 Repair ‘TRAIN PIPE (END)’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2182 F’
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
29.11.1993 Repair ‘TWIST LOCK’.
29.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2182 F’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Repair ‘WHEEL SET’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2182 F’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2182 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2182 F’
18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2182 F’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.11.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
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RQOY 2187

Details: wagon ‘RQOY 2187 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CI
Return to Service Date: 21.07.1996
Due Triple Valve: 23.05.1988
Last Brake Cylinder: 27.08.1992
Last Single Car Test: 09.01.1989
Last Lift: 01.05.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.01.1990 Repair ‘HANDRAILS’.
28.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2187 E’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BRAKE LEVER’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘TWIST LOCK’.
24.04.1990 Repair ‘WEAR PLATES & SADDLES’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BRAKE LEVER’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
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26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Repair ‘TWIST LOCK’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.07.1992 Repair ‘YOKE COMPLETE’.
15.07.1992 Repair ‘YOKE FOLLOWER’.
15.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
21.08.1992 Repair ‘BOGIE BEARINGS’.
21.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2187 E’
27.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1992 Repair ‘BOGIE BEARERS’.
27.08.1992 Repair ‘COUPLER KNUCKLE’.
27.08.1992 Repair ‘END HOSE’.
27.08.1992 Repair ‘HANDRAILS END’.
27.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1992 Repair ‘SIDE BEARER’.
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Repair ‘VEHICLE RECLASSIFY’.
27.08.1992 Repair ‘VEHICLE STENCILS’.
27.08.1992 Repair ‘WEAR PLATES & SADDLES’.
27.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
30.08.1992 Repair ‘HANDRAILS END’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
19.09.1992 Repair ‘SHUNT PAD’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘WEAR PLATES & SADDLES’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
28.11.1992 Repair ‘STEP’.
28.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2187 E’
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘BRAKE PULL ROD’.
02.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2187 E’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘END BRAKE COCK’.
20.05.1993 Repair ‘END HOSE’.
20.05.1993 Repair ‘TRAIN PIPE (END)’.
20.05.1993 Repair ‘TRAIN PIPE’.
20.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Repair ‘WHEEL SET’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
05.02.1994 Repair ‘TWIST LOCK’.
05.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
06.02.1994 Repair ‘TWIST LOCK’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2187 E’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2187 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2187 E’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL

19280



2.713. Wagon classification starting with ‘RQO’

WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2188

Details: wagon ‘RQOY 2188 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 10.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 16.08.1996
Last Lift: 14.05.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE BEARINGS’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘BRAKE LEVER’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘STANCHION’.
29.12.1989 Repair ‘TRAIN PIPE (END)’.
29.12.1989 Repair ‘VEHICLE RETARE’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
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23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.01.1990 Repair ‘BRAKE LEVER’.
23.01.1990 Repair ‘BRAKE PULL ROD’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘TWIST LOCK’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
24.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2188 N’
01.03.1990 Repair ‘STEP’.
01.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2188 N’
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘END BRAKE COCK’.
25.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2188 N’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.

24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BEARERS’.
24.07.1992 Repair ‘END HOSE’.
24.07.1992 Repair ‘SIDE BEARER’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
14.08.1992 Repair ‘HANDRAILS END’.
14.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2188 N’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘WHEEL SET’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2188 N’
28.02.1993 Repair ‘TWIST LOCK’.
28.02.1993 Repair ‘TWIST LOCK’.
28.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2188 N’
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2188 N’
05.07.1993 Repair ‘TWIST LOCK’.
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05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2188 N’

18.07.1993 Repair ‘TWIST LOCK’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2188 N’
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BRAKE BLOCK RB95’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
25.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2188 N’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2188 N’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2188 N’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Repair ‘VEHICLE RECLASSIFY’.
08.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2188 N’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

31.01.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2189

Details: wagon ‘RQOY 2189 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 25.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CI AD
Return to Service Date: 13.10.1996
Due Triple Valve: 01.03.1988
Last Triple Valve: 26.08.1988
Last Brake Cylinder: 26.08.1988
Last Lift: 14.03.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.09.1989 Repair ‘BOGIE COMPLETE’.
20.09.1989 Repair ‘VEHICLE COMPLETE’.
20.09.1989 Repair ‘VEHICLE STENCILS’.
20.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2189 W’
26.09.1989 Repair ‘HANDRAILS END’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2189 W’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

06.03.1992 Repair ‘TWIST LOCK’.
06.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2189 W’
21.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.03.1992 Repair ‘COUPLER KNUCKLE’.
21.03.1992 Repair ‘EMPTY LOAD VALVE’.
21.03.1992 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Repair ‘HANDRAILS’.
21.03.1992 Repair ‘STANCHION’.
21.03.1992 Repair ‘TWIST LOCK’.
21.03.1992 Repair ‘VEHICLE RETARE’.
21.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘EMPTY LOAD VALVE’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
04.05.1992 Repair ‘VEHICLE COMPLETE’.
04.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
13.05.1992 Repair ‘RELAY VALVE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
20.05.1992 Repair ‘BOGIE BEARERS’.
20.05.1992 Repair ‘SIDE BEARER’.
20.05.1992 Repair ‘TRAIN PIPE’.
20.05.1992 Repair ‘VEHICLE COMPLETE’.
20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘RELAY VALVE’.
14.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2189 W’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘TRAIN PIPE (END)’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2189 W’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Repair ‘VEHICLE COMPLETE’.
29.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
11.10.1992 Repair ‘TWIST LOCK’.
11.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2189 W’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘TRAIN PIPE (END)’.
19.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2189 W’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BRAKE BLOCK RB95’.
23.10.1992 Repair ‘COUPLER KNUCKLE’.
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23.10.1992 Repair ‘EMPTY LOAD VALVE’.
23.10.1992 Repair ‘GRADE CONTROL VALVE’.
23.10.1992 Repair ‘HANDRAILS’.
23.10.1992 Repair ‘TWIST LOCK’.
23.10.1992 Repair ‘WHEEL SET’.
23.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2189 W’
23.12.1992 Repair ‘TRAIN PIPE (END)’.
23.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2189 W’
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘HANDRAILS END’.
06.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2189 W’
07.11.1993 Repair ‘STEP’.
07.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2189 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Cooks River’ with a previous code of wagon

‘AQOY 2189 W’
08.08.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
13.10.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2191

Details: wagon ‘RQOY 2191 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11990

19286



2.713. Wagon classification starting with ‘RQO’

Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 165
Date Built: 22.04.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 21.12.1995
Last Brake Cylinder: 28.01.1988
Last Lift: 12.02.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.08.1989 Repair ‘HANDRAILS’.
20.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2191 E’
11.10.1989 Repair ‘TWIST LOCK’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘STEP’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘TWIST LOCK’.
15.02.1990 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Repair ‘VEHICLE LOAD CAPACITY’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
31.05.1990 Repair ‘HANDRAILS’.
31.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2191 E’
20.06.1990 Repair ‘STEP’.
20.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2191 E’
01.08.1990 Repair ‘STEP’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2191 E’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
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21.09.1990 Repair ‘STEP’.
21.09.1990 Repair ‘STEP’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2191 E’
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2191 E’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

06.04.1992 Repair ‘HANDRAILS’.
06.04.1992 Repair ‘STEP’.
06.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2191 E’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BEARERS’.
07.08.1992 Repair ‘COUPLER KNUCKLE’.
07.08.1992 Repair ‘SIDE BEARER’.
07.08.1992 Repair ‘VEHICLE RECLASSIFY’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘EMPTY LOAD VALVE’.
24.08.1992 Repair ‘GRADE CONTROL VALVE’.
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Repair ‘VEHICLE COMPLETE’.
24.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER KNUCKLE’.
18.12.1992 Repair ‘TWIST LOCK’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE SPRING’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
30.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1993 Repair ‘COUPLER COMPLETE’.
30.01.1993 Repair ‘COUPLER KNUCKLE’.
30.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
30.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.01.1993 Repair ‘EMPTY LOAD VALVE’.
30.01.1993 Repair ‘GRADE CONTROL VALVE’.
30.01.1993 Repair ‘TWIST LOCK’.
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30.01.1993 Repair ‘TWIST LOCK’.
30.01.1993 Repair ‘YOKE COMPLETE’.
30.01.1993 Repair ‘YOKE PIN’.
30.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
26.05.1993 Repair ‘BOGIE SPRING’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
24.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2191 E’
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘WHEEL SET’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
25.01.1994 Repair ‘TWIST LOCK’.
25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2191 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2191 E’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
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08.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

05.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2192

Details: wagon ‘RQOY 2192 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 17.01.1996
Last Triple Valve: 01.05.1991
Last Brake Cylinder: 17.12.1992
Last Single Car Test: 27.02.1988
Last Lift: 07.10.1982
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.07.1989 Repair ‘STEP’.
11.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2192 N’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
13.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2192 N’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘EMPTY LOAD VALVE’.
06.09.1990 Repair ‘FLOOR SUPPORT’.
06.09.1990 Repair ‘GRADE CONTROL VALVE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Repair ‘TRANSOM’.
06.09.1990 Repair ‘TWIST LOCK’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
15.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.09.1990 Repair ‘STEP’.
15.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2192 N’
22.04.1991 Repair ‘STEP’.
22.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2192 N’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE LEVER’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.05.1991 Repair ‘COUPLER KNUCKLE’.
01.05.1991 Repair ‘EMPTY LOAD VALVE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Repair ‘TWIST LOCK’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BRAKE BLOCK RB95’.
17.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2192 N’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
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AND ‘AQOY’ WAGONS. (RS4715)’.
13.09.1992 Repair ‘HANDRAILS END’.
13.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2192 N’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BOGIE COMPLETE’.
22.09.1992 Repair ‘SIDE SILL’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Repair ‘VEHICLE RECLASSIFY’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘COUPLER KNUCKLE’.
17.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1992 Repair ‘EMPTY LOAD VALVE’.
17.12.1992 Repair ‘GRADE CONTROL VALVE’.
17.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1992 Repair ‘WEAR PLATES & SADDLES’.
17.12.1992 Repair ‘YOKE COMPLETE’.
17.12.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
17.01.1993 Repair ‘TWIST LOCK’.
17.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘RELAY VALVE’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
24.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1993 Repair ‘COUPLER KNUCKLE’.
24.04.1993 Repair ‘EMPTY LOAD VALVE’.
24.04.1993 Repair ‘GRADE CONTROL VALVE’.
24.04.1993 Repair ‘TWIST LOCK’.
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24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Repair ‘WHEEL SET’.
24.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
08.06.1993 Repair ‘END BRAKE COCK’.
08.06.1993 Repair ‘END HOSE’.
08.06.1993 Repair ‘TRAIN PIPE (END)’.
08.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2192 N’
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
08.09.1993 Repair ‘TWIST LOCK’.
08.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
06.10.1993 Repair ‘BOGIE SIDEFRAME’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
03.11.1993 Repair ‘TWIST LOCK’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
18.11.1993 Repair ‘BOGIE SIDEFRAME’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
09.01.1994 Repair ‘STEP’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2192 N’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2192 N’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
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20.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2193

Details: wagon ‘RQOY 2193 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 17.04.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: WR AD CM CN CI
Return to Service Date: 23.07.1996
Due Triple Valve: 17.11.1994
Last Triple Valve: 17.11.1993
Last Brake Cylinder: 17.11.1993
Last Single Car Test: 17.11.1993
Last Lift: 03.09.1982
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘COUPLER KNUCKLE’.
09.08.1989 Repair ‘STANCHION’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘TWIST LOCK’.
09.08.1989 Repair ‘VEHICLE RETARE’.
09.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Repair ‘TWIST LOCK’.
29.08.1989 Repair ‘VEHICLE STENCILS’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
21.12.1989 Repair ‘HANDRAILS’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2193 W’
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘COUPLER KNUCKLE’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Repair ‘TWIST LOCK’.
12.03.1990 Repair ‘VEHICLE STENCILS’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1991 Repair ‘BRANCH PIPE’.
02.04.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.
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13.11.1992 Repair ‘TWIST LOCK’.
13.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2193 W’
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE BEARERS’.
23.03.1993 Repair ‘BOGIE BEARINGS’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.03.1993 Repair ‘SIDE BEARER’.
23.03.1993 Repair ‘STEP’.
23.03.1993 Repair ‘TWIST LOCK’.
23.03.1993 Repair ‘TWIST LOCK’.
23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.10.1993 Repair ‘BOGIE BEARERS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BRAKE PULL ROD’.
28.10.1993 Repair ‘BRANCH PIPE’.
28.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘HANDRAILS’.
28.10.1993 Repair ‘NYLON HOSE’.
28.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
28.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1993 Repair ‘RELAY VALVE’.
28.10.1993 Repair ‘STANCHION’.
28.10.1993 Repair ‘STEP’.
28.10.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Repair ‘TRAIN PIPE’.
28.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2193 W’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BEARERS’.
11.11.1993 Repair ‘SIDE BEARER’.
11.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2193 W’
07.01.1994 Repair ‘STEP’.
07.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2193 W’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQOY 2193 W’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2193 W’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2193 W’
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2193 W’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2193 W’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2194

Details: wagon ‘RQOY 2194 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 17.04.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 09.11.1995
Last Brake Cylinder: 13.01.1994
Last Single Car Test: 13.01.1994
Last Lift: 09.08.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Repair ‘VEHICLE COMPLETE’.
22.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘END HOSE’.
24.10.1989 Repair ‘STEP’.
24.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2194 X’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘END HOSE’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘TWIST LOCK’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
26.05.1990 Repair ‘HANDRAILS’.
26.05.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2194 X’
20.11.1990 Repair ‘TWIST LOCK’.
20.11.1990 Repair ‘TWIST LOCK’.
20.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2194 X’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
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STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.10.1991 Repair ‘GRADE CONTROL VALVE’.
29.10.1991 Repair ‘TWIST LOCK’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
13.02.1992 Repair ‘STANCHION’.
13.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2194 X’
03.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2194 X’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE BEARERS’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘EMPTY LOAD VALVE’.
14.08.1992 Repair ‘GRADE CONTROL VALVE’.
14.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1992 Repair ‘SIDE BEARER’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘TWIST LOCK’.
14.08.1992 Repair ‘VEHICLE RECLASSIFY’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
03.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2194 X’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘COUPLER COMPLETE’.
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Repair ‘VEHICLE COMPLETE’.
23.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
01.10.1992 Repair ‘HANDRAILS END’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
07.11.1992 Repair ‘TWIST LOCK’.
07.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
24.08.1993 Repair ‘FLOOR SHEETING’.
24.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2194 X’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘BRAKE PIN’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘CARD OR CLIP HOLDER’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘VEHICLE COMPLETE’.
16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BRAKE BLOCK RB95’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2194 X’
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
30.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.01.1994 Repair ‘BRAKE PULL ROD’.
13.01.1994 Repair ‘COUPLER COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1994 Repair ‘TOP CENTRE PLATE’.
13.01.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1994 Repair ‘WHEEL SET’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2194 X’
20.01.1994 Repair ‘HANDRAILS END’.
20.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2194 X’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2194 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2194 X’
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28.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQOY 2194 X’

02.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.09.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2196

Details: wagon ‘RQOY 2196 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
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BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 30.08.1996
Due Triple Valve: 12.05.1993
Last Triple Valve: 28.03.1988
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 11.03.1994
Last Lift: 21.08.1973
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
14.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2196 D’
17.10.1989 Repair ‘HANDRAILS’.
17.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2196 D’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘TWIST LOCK’.
08.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
23.11.1990 Repair ‘TWIST LOCK’.
23.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2196 D’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

20.12.1991 Repair ‘HANDRAILS’.

19302



2.713. Wagon classification starting with ‘RQO’

20.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQOY 2196 D’

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BRAKE BLOCK RB95’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘END BRAKE COCK’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘TRAIN PIPE (END)’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
27.10.1992 Repair ‘VEHICLE COMPLETE’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘END HOSE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘SIDE BEARER’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘VEHICLE RECLASSIFY’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2196 D’
11.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1994 Repair ‘END BRAKE COCK’.
11.03.1994 Repair ‘END HOSE’.
11.03.1994 Repair ‘STEP’.
11.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2196 D’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2196 D’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2196 D’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2196 D’
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12.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

19.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2197

Details: wagon ‘RQOY 2197 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes
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Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 31.05.1996
Last Brake Cylinder: 10.05.1988
Last Lift: 01.05.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

09.08.1989 Repair ‘VEHICLE COMPLETE’.
09.08.1989 Repair ‘VEHICLE STENCILS’.
09.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2197 M’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘HANDRAILS END’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2197 M’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRAKE PULL ROD’.
17.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘SIDE BEARER CLEARANCE’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2197 M’
13.06.1990 Repair ‘HANDRAILS’.
13.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2197 M’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2197 M’
14.04.1991 Repair ‘HANDRAILS’.
14.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2197 M’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.
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21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.

20.11.1992 Repair ‘WHEEL SET’.
20.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2197 M’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BEARERS’.
24.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘BRAKE PIN’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘SIDE BEARER’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘VEHICLE RECLASSIFY’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2197 M’
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2197 M’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2197 M’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BRAKE BLOCK RB95’.
13.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2197 M’
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘COUPLER COMPLETE’.
07.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.10.1993 Repair ‘COUPLER KNUCKLE’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2197 M’
21.11.1993 Repair ‘TWIST LOCK’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2197 M’
25.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2197 M’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.11.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2198

Details: wagon ‘RQOY 2198 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 25.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 09.09.1996
Last Triple Valve: 15.09.1993
Last Brake Cylinder: 25.07.1992
Last Single Car Test: 29.09.1993
Last Lift: 27.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE BEARINGS’.
06.10.1989 Repair ‘COUPLER KNUCKLE’.
06.10.1989 Repair ‘EMPTY LOAD VALVE’.
06.10.1989 Repair ‘END HOSE’.
06.10.1989 Repair ‘GRADE CONTROL VALVE’.
06.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Repair ‘TWIST LOCK’.
06.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BRAKE BLOCK RB95’.
13.10.1989 Repair ‘COUPLER KNUCKLE’.
13.10.1989 Repair ‘EMPTY LOAD VALVE’.
13.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Repair ‘TWIST LOCK’.
13.10.1989 Repair ‘TWIST LOCK’.
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13.10.1989 Repair ‘VEHICLE STENCILS’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
16.01.1990 Repair ‘SIDE SILL’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2198 V’
19.01.1990 Repair ‘VEHICLE COMPLETE’.
19.01.1990 Repair ‘VEHICLE STENCILS’.
19.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2198 V’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘TRAIN PIPE (END)’.
13.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2198 V’
27.11.1990 Repair ‘STEP’.
27.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2198 V’
28.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1991 Repair ‘TWIST LOCK’.
28.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
18.04.1991 Repair ‘STEP’.
18.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2198 V’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘HANDRAILS END’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON
‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.

25.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1992 Repair ‘BOGIE BEARERS’.
25.07.1992 Repair ‘BRAKE LEVER’.
25.07.1992 Repair ‘BRAKE PULL ROD’.
25.07.1992 Repair ‘EMPTY LOAD VALVE’.
25.07.1992 Repair ‘GRADE CONTROL VALVE’.
25.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1992 Repair ‘SIDE BEARER’.
25.07.1992 Repair ‘TWIST LOCK’.
25.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.07.1992 Repair ‘VEHICLE RECLASSIFY’.
25.07.1992 Repair ‘VEHICLE STENCILS’.
25.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
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20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
20.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
02.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE BEARINGS’.
18.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.09.1992 Repair ‘BRAKE LEVER’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘CARD OR CLIP HOLDER’.
18.09.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.09.1992 Repair ‘END BRAKE COCK’.
18.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.09.1992 Repair ‘STRIKING CASTING’.
18.09.1992 Repair ‘TRAIN PIPE (END)’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
18.09.1992 Repair ‘WEAR PLATES & SADDLES’.
18.09.1992 Repair ‘YOKE COMPLETE’.
18.09.1992 Repair ‘YOKE FOLLOWER’.
18.09.1992 Repair ‘YOKE PIN’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
20.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘EMPTY LOAD VALVE’.
20.11.1992 Repair ‘GRADE CONTROL VALVE’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘VEHICLE COMPLETE’.
20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
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15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Repair ‘TWIST LOCK’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
21.12.1992 Repair ‘TWIST LOCK’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
21.01.1993 Repair ‘HANDRAILS’.
21.01.1993 Repair ‘HANDRAILS’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BOLSTER’.
02.03.1993 Repair ‘BOGIE SIDEFRAME’.
02.03.1993 Repair ‘END HOSE’.
02.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘EMPTY LOAD VALVE’.
02.04.1993 Repair ‘GRADE CONTROL VALVE’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘COUPLER KNUCKLE’.
30.04.1993 Repair ‘GRADE CONTROL VALVE’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Repair ‘TWIST LOCK’.
30.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE COMPLETE’.
09.06.1993 Repair ‘BRAKE BLOCK RB95’.
09.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1993 Repair ‘RELAY VALVE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon
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‘AQOY 2198 V’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.07.1993 Repair ‘BRAKE LEVER’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘TWIST LOCK’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘STANCHION’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB101’.
15.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.09.1993 Repair ‘BRAKE LEVER’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Repair ‘GRADE CONTROL VALVE’.
15.09.1993 Repair ‘RELAY VALVE’.
15.09.1993 Repair ‘TRAIN PIPE (END)’.
15.09.1993 Repair ‘TRAIN PIPE’.
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Repair ‘WHEEL SET’.
15.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘SIDE SILL’.
29.09.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2198 V’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1993 Repair ‘COUPLER KNUCKLE’.
11.12.1993 Repair ‘EMPTY LOAD VALVE’.
11.12.1993 Repair ‘GRADE CONTROL VALVE’.
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HAND RELEASE (AIR)’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘WEAR PLATES & SADDLES’.
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13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2198 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2198 V’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2199

Details: wagon ‘RQOY 2199 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 16.05.1996
Due Triple Valve: 21.10.1993
Last Brake Cylinder: 06.08.1993
Last Single Car Test: 07.05.1991
Last Lift: 31.10.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.07.1990 Repair ‘COUPLER KNUCKLE’.
08.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2199 H’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘END BRAKE COCK’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1990 Repair ‘STANCHION’.
08.08.1990 Repair ‘TRAIN PIPE (END)’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘TWIST LOCK’.
08.08.1990 Repair ‘VEHICLE RETARE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
23.01.1991 Repair ‘COUPLER KNUCKLE’.
23.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2199 H’
14.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1991 Repair ‘COUPLER KNUCKLE’.
14.02.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1991 Repair ‘GRADE CONTROL VALVE’.
14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Repair ‘TWIST LOCK’.
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14.02.1991 Repair ‘TWIST LOCK’.
14.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Repair ‘VEHICLE STENCILS’.
16.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2199 H’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRANCH PIPE’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘DRAFTGEAR COMPLETE OTHER’.
02.05.1991 Repair ‘HANDRAILS END’.
02.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.05.1991 Repair ‘TRAIN PIPE (END)’.
02.05.1991 Repair ‘TRAIN PIPE’.
02.05.1991 Repair ‘TWIST LOCK’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2199 H’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

28.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2199 H’
24.10.1991 Repair ‘STEP’.
24.10.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2199 H’
22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE PIN’.
26.05.1992 Repair ‘WHEEL SET’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘HOSE FITTINGS’.
09.07.1992 Repair ‘HOSE FITTINGS’.
09.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2199 H’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
01.09.1992 Repair ‘TWIST LOCK’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
06.09.1992 Repair ‘TWIST LOCK’.
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06.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2199 H’

29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRANCH PIPE’.
21.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Repair ‘VEHICLE COMPLETE’.
21.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
06.02.1993 Repair ‘BRAKE LEVER’.
06.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
06.02.1993 Repair ‘TWIST LOCK’.
06.02.1993 Repair ‘TWIST LOCK’.
06.02.1993 Repair ‘WHEEL SET’.
06.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
29.07.1993 Repair ‘HANDRAILS END’.
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2199 H’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1993 Repair ‘BOGIE COMPLETE’.
06.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1993 Repair ‘BRANCH PIPE’.
06.08.1993 Repair ‘COUPLER KNUCKLE’.
06.08.1993 Repair ‘END HOSE’.
06.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRANCH PIPE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2199 H’
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21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1993 Repair ‘END BRAKE COCK’.
17.12.1993 Repair ‘END HOSE’.
17.12.1993 Repair ‘TRAIN PIPE’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2199 H’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2199 H’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2199 H’
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQOY 2199 H’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
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09.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.11.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2200

Details: wagon ‘RQOY 2200 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 27.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 27.12.1995
Due Triple Valve: 01.11.1987
Last Brake Cylinder: 19.06.1992
Last Single Car Test: 30.05.1988
Last Lift: 25.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘END HOSE’.
18.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.08.1989 Repair ‘STANCHION’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘VEHICLE RETARE’.
18.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘END HOSE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘HANDRAILS’.
21.02.1990 Repair ‘HANDRAILS END’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Repair ‘TWIST LOCK’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
22.05.1991 Repair ‘BRANCH PIPE’.
22.05.1991 Repair ‘COUPLER KNUCKLE’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘TWIST LOCK’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
06.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1991 Repair ‘BRAKE LEVER’.
06.07.1991 Repair ‘BRAKE PULL ROD’.
06.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1991 Repair ‘TWIST LOCK’.
06.07.1991 Repair ‘TWIST LOCK’.
06.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘TWIST LOCK’.
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26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2200 W’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BEARERS’.
26.05.1992 Repair ‘BOGIE SIDEFRAME’.
26.05.1992 Repair ‘BOGIE SPRING’.
26.05.1992 Repair ‘VEHICLE RECLASSIFY’.
26.05.1992 Repair ‘YOKE CARRIER’.
26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
19.06.1992 Repair ‘EMPTY LOAD VALVE’.
19.06.1992 Repair ‘GRADE CONTROL VALVE’.
19.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘EMPTY LOAD VALVE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.07.1992 Repair ‘TRAIN PIPE (END)’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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08.10.1992 Repair ‘BRAKE PULL ROD’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Repair ‘EMPTY LOAD VALVE’.
08.10.1992 Repair ‘GRADE CONTROL VALVE’.
08.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘TRAIN PIPE’.
20.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2200 W’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.02.1993 Repair ‘TWIST LOCK’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
22.02.1993 Repair ‘YOKE COMPLETE’.
22.02.1993 Repair ‘YOKE PIN’.
22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
08.03.1993 Repair ‘TWIST LOCK’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
29.03.1993 Repair ‘BOGIE BEARINGS’.
29.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE BLOCK RB101’.
28.04.1993 Repair ‘END HOSE’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2200 W’
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
11.06.1993 Repair ‘HANDRAILS’.
11.06.1993 Repair ‘HANDRAILS END’.
11.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2200 W’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1993 Repair ‘BRAKE CONTROL PIPE’.
19.08.1993 Repair ‘BRAKE LEVER’.
19.08.1993 Repair ‘COUPLER COMPLETE’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘WHEEL SET’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
15.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
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09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
24.10.1993 Repair ‘TWIST LOCK’.
24.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2200 W’
03.02.1994 Repair ‘TRAIN PIPE (END)’.
03.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2200 W’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2200 W’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2200 W’
28.05.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2201

Details: wagon ‘RQOY 2201 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 02.06.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 30.10.1996
Last Triple Valve: 08.11.1988
Last Brake Cylinder: 13.04.1993
Last Single Car Test: 06.03.1990
Last Lift: 04.08.1981
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

22.01.1990 Repair ‘HANDRAILS END’.
22.01.1990 Repair ‘STEP’.
22.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2201 X’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘TRAIN PIPE’.
01.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2201 X’
19.03.1991 Repair ‘BOGIE COMPLETE’.
19.03.1991 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘VEHICLE STENCILS’.
19.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2201 X’
22.03.1991 Repair ‘COUPLER COMPLETE’.
22.03.1991 Repair ‘TWIST LOCK’.
22.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2201 X’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.08.1991 Repair ‘EMPTY LOAD VALVE’.
22.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Repair ‘TWIST LOCK’.
22.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2201 X’
08.11.1991 Repair ‘WHEEL SET’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2201 X’
02.01.1992 Repair ‘BRAKE PULL ROD’.
02.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2201 X’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Repair ‘VEHICLE COMPLETE’.
08.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2201 X’
19.01.1992 Repair ‘EMPTY LOAD VALVE’.
19.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2201 X’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
05.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1992 Repair ‘BRAKE BLOCK RB95’.
05.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2201 X’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
13.04.1993 Repair ‘BOGIE BEARERS’.
13.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1993 Repair ‘SIDE BEARER’.
13.04.1993 Repair ‘TRAIN PIPE (END)’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Repair ‘VEHICLE STENCILS’.
13.04.1993 Repair ‘WEAR PLATES & SADDLES’.
13.04.1993 Repair ‘WHEEL SET’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2201 X’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
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07.05.1993 Repair ‘VEHICLE COMPLETE’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2201 X’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1993 Repair ‘BRAKE PULL ROD’.
09.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2201 X’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘BOGIE SPRING’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘STEP’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2201 X’
24.10.1993 Repair ‘TWIST LOCK’.
24.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2201 X’
05.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2201 X’
03.12.1993 Repair ‘HANDRAILS END’.
03.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2201 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2201 X’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2201 X’
04.08.1994 Repair ‘VEHICLE RECLASSIFY’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2201 X’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
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06.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2213

Details: wagon ‘RQOY 2213 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.8tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.01.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes
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Fleet Grp Code: WR CM CN UI AD CI
Return to Service Date: 02.03.1995
Last Brake Cylinder: 12.08.1993
Last Lift: 09.11.1978
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.01.1990 Repair ‘STEP’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2213 L’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘VEHICLE COMPLETE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
01.06.1990 Repair ‘HANDRAILS’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2213 L’
19.11.1990 Repair ‘TRAIN PIPE (END)’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2213 L’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE LEVER’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.12.1990 Repair ‘END HOSE’.
17.12.1990 Repair ‘TRAIN PIPE’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Repair ‘TWIST LOCK’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
13.05.1991 Repair ‘END BRAKE COCK’.
13.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2213 L’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
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05.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.09.1991 Repair ‘GRADE CONTROL VALVE’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Repair ‘TWIST LOCK’.
05.09.1991 Repair ‘WEAR PLATES & SADDLES’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARERS’.
19.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.10.1992 Repair ‘SIDE BEARER’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Repair ‘VEHICLE RECLASSIFY’.
19.10.1992 Repair ‘YOKE COMPLETE’.
19.10.1992 Repair ‘YOKE PIN’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
10.11.1992 Repair ‘TWIST LOCK’.
10.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
04.12.1992 Repair ‘STEP’.
04.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
06.05.1993 Repair ‘HANDRAILS’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘END HOSE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘TRAIN PIPE’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Repair ‘TWIST LOCK’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
28.05.1993 Repair ‘TWIST LOCK’.
28.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘COUPLER KNUCKLE’.
01.07.1993 Repair ‘EMPTY LOAD VALVE’.
01.07.1993 Repair ‘GRADE CONTROL VALVE’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘TWIST LOCK’.
01.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
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04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
06.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘END HOSE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1993 Repair ‘STRIKING CASTING’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2213 L’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Repair ‘WHEEL SET’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2213 L’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
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06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2213 L’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQOY 2214

Details: wagon ‘RQOY 2214 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 08.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FBQZ

Capacity of 50 tonnes
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Fleet Grp Code: RZ RC AD CM CN UI CI
Return to Service Date: 23.07.1996
Last Brake Cylinder: 01.05.1990
Last Single Car Test: 05.04.1988
Last Lift: 14.12.1977
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.08.1989 Repair ‘HANDRAILS END’.
04.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2214 U’
01.09.1989 Repair ‘END HOSE’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2214 U’
01.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2214 U’
01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘COUPLER KNUCKLE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1990 Repair ‘VEHICLE STENCILS’.
01.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2214 U’
12.09.1990 Repair ‘END HOSE’.
12.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2214 U’
06.10.1990 Repair ‘HANDRAILS END’.
06.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2214 U’
19.10.1990 Repair ‘END HOSE’.
19.10.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2214 U’
24.10.1990 Repair ‘STEP’.
24.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2214 U’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2214 U’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
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ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

24.10.1991 Repair ‘TWIST LOCK’.
24.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2214 U’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BEARERS’.
05.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.08.1992 Repair ‘BRAKE BLOCK RB95’.
05.08.1992 Repair ‘COUPLER KNUCKLE’.
05.08.1992 Repair ‘SIDE BEARER’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2214 U’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER KNUCKLE’.
13.08.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.08.1992 Repair ‘EMPTY LOAD VALVE’.
13.08.1992 Repair ‘GRADE CONTROL VALVE’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2214 U’
04.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1992 Repair ‘BRAKE CONTROL PIPE’.
04.09.1992 Repair ‘GRADE CONTROL VALVE’.
04.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2214 U’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1992 Repair ‘COUPLER KNUCKLE’.
09.09.1992 Repair ‘EMPTY LOAD VALVE’.
09.09.1992 Repair ‘END BRAKE COCK’.
09.09.1992 Repair ‘GRADE CONTROL VALVE’.
09.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1992 Repair ‘VEHICLE COMPLETE’.
09.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2214 U’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2214 U’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2214 U’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2214 U’
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2214 U’
29.07.1993 Repair ‘TWIST LOCK’.

19332



2.713. Wagon classification starting with ‘RQO’

29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2214 U’

26.09.1993 Repair ‘TWIST LOCK’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2214 U’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2214 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
15.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.11.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2215

Details: wagon ‘RQOY 2215 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
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Date Built: 29.01.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 02.08.1996
Last Triple Valve: 09.08.1993
Last Single Car Test: 30.08.1988
Last Lift: 30.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘STANCHION’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Repair ‘VEHICLE RETARE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2215 G’
09.04.1990 Repair ‘HANDRAILS END’.
09.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2215 G’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BRAKE CONTROL PIPE’.
02.01.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.01.1991 Repair ‘BRAKE LEVER’.
02.01.1991 Repair ‘BRAKE PULL ROD’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘EMPTY LOAD VALVE’.
02.01.1991 Repair ‘GRADE CONTROL VALVE’.
02.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.01.1991 Repair ‘TRAIN PIPE (END)’.
02.01.1991 Repair ‘TWIST LOCK’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2215 G’
11.04.1991 Repair ‘END HOSE’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2215 G’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
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ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON
‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.

11.05.1993 Repair ‘VEHICLE RECLASSIFY’.
11.05.1993 Repair ‘VEHICLE STENCILS’.
11.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2215 G’
29.07.1993 Repair ‘HANDRAILS END’.
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2215 G’
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1993 Repair ‘BOGIE COMPLETE’.
09.08.1993 Repair ‘BRAKE CONTROL PIPE’.
09.08.1993 Repair ‘BRAKE PULL ROD’.
09.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.08.1993 Repair ‘COUPLER KNUCKLE’.
09.08.1993 Repair ‘COUPLER KNUCKLE’.
09.08.1993 Repair ‘EMPTY LOAD VALVE’.
09.08.1993 Repair ‘GRADE CONTROL VALVE’.
09.08.1993 Repair ‘HAND RELEASE (AIR)’.
09.08.1993 Repair ‘ISOLATING COCK’.
09.08.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
09.08.1993 Repair ‘SIDE BEARER’.
09.08.1993 Repair ‘TRAIN PIPE (END)’.
09.08.1993 Repair ‘TWIST LOCK’.
09.08.1993 Repair ‘TWIST LOCK’.
09.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2215 G’
09.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2215 G’
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2215 G’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE COMPLETE’.
26.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1993 Repair ‘HOSE FITTINGS’.
26.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2215 G’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE COMPLETE’.
30.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1993 Repair ‘HOSE FITTINGS’.
30.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2215 G’
11.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2215 G’
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13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BOGIE FRICTION WEDGE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Repair ‘VEHICLE STENCILS’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2215 G’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2215 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Repair ‘VEHICLE RECLASSIFY’.
25.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2215 G’
02.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.06.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2216

Details: wagon ‘RQOY 2216 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12080
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 15.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC CM CN UI CI
Return to Service Date: 28.06.1996
Last Triple Valve: 06.03.1990
Last Brake Cylinder: 21.07.1993
Last Single Car Test: 31.10.1990
Last Lift: 13.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

26.09.1989 Repair ‘HANDRAILS’.
26.09.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2216 P’
18.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2216 P’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1990 Repair ‘END BRAKE COCK’.
21.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘STEP’.
21.02.1990 Repair ‘TOP CENTRE PLATE’.
21.02.1990 Repair ‘TRAIN PIPE (END)’.
21.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AQOY 2216 P’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘HANDRAILS’.
30.10.1990 Repair ‘HANDRAILS END’.
30.10.1990 Repair ‘LASHING POINT’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Repair ‘TWIST LOCK’.
30.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2216 P’
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01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘TRAIN PIPE (END)’.
01.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2216 P’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE COMPLETE’.
05.02.1991 Repair ‘COUPLER KNUCKLE’.
05.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.02.1991 Repair ‘DOOR COMPLETE’.
05.02.1991 Repair ‘EMPTY LOAD VALVE’.
05.02.1991 Repair ‘GRADE CONTROL VALVE’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Repair ‘TWIST LOCK’.
05.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2216 P’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

24.03.1992 Repair ‘HANDRAILS’.
24.03.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2216 P’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
09.11.1992 Repair ‘STEP’.
09.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2216 P’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE BEARERS’.
21.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.07.1993 Repair ‘SIDE BEARER’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Repair ‘VEHICLE RECLASSIFY’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2216 P’
27.07.1993 Repair ‘HANDRAILS END’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2216 P’
26.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2216 P’
29.01.1994 Repair ‘BOGIE STABILISORS’.
29.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2216 P’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
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02.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2216 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2216 P’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

16.11.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2218

Details: wagon ‘RQOY 2218 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 26.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ
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Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC CM CN UI CI
Return to Service Date: 12.06.1996
Last Brake Cylinder: 25.09.1990
Last Single Car Test: 15.10.1993
Last Lift: 22.04.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
19.12.1989 Repair ‘HANDRAILS’.
19.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘END HOSE’.
30.03.1990 Repair ‘FLOOR BOARDS’.
30.03.1990 Repair ‘STANCHION’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘VEHICLE RETARE’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1990 Repair ‘TRAIN PIPE (END)’.
25.09.1990 Repair ‘TWIST LOCK’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BOGIE COMPLETE’.
05.02.1991 Repair ‘END BRAKE COCK’.
05.02.1991 Repair ‘TRAIN PIPE (END)’.
05.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2218 K’
03.03.1991 Repair ‘STEP’.
03.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
03.04.1991 Repair ‘HANDRAILS END’.
03.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.
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08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘EMPTY LOAD VALVE’.
08.08.1991 Repair ‘GRADE CONTROL VALVE’.
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Repair ‘TWIST LOCK’.
08.08.1991 Repair ‘WHEEL SET’.
08.08.1991 Repair ‘WHEEL SET’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
23.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1992 Repair ‘BOGIE BEARERS’.
23.05.1992 Repair ‘COUPLER COMPLETE’.
23.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.05.1992 Repair ‘SIDE BEARER’.
23.05.1992 Repair ‘VEHICLE COMPLETE’.
23.05.1992 Repair ‘VEHICLE RECLASSIFY’.
23.05.1992 Repair ‘VEHICLE STENCILS’.
23.05.1992 Repair ‘YOKE COMPLETE’.
23.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
15.07.1992 Repair ‘TWIST LOCK’.
15.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
18.12.1992 Repair ‘COUPLER COMPLETE’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
27.01.1993 Repair ‘TWIST LOCK’.
27.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
11.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
13.08.1993 Repair ‘BOGIE BEARINGS’.
13.08.1993 Repair ‘VEHICLE STENCILS’.
13.08.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2218 K’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘WEAR PLATES & SADDLES’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2218 K’
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07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘AXLEBOX’.
15.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2218 K’
18.10.1993 Repair ‘TWIST LOCK’.
18.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2218 K’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.10.1993 Repair ‘END BRAKE COCK’.
26.10.1993 Repair ‘HOSE FITTINGS’.
26.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2218 K’
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
29.11.1993 Repair ‘TWIST LOCK’.
29.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2218 K’
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2218 K’
18.12.1993 Repair ‘END HOSE’.
18.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2218 K’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2218 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
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06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2218 K’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2219

Details: wagon ‘RQOY 2219 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $12080
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 05.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 11.02.1996
Last Triple Valve: 08.10.1993
Last Brake Cylinder: 27.07.1992
Last Single Car Test: 07.03.1989
Last Lift: 28.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.
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21.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2219 T’
17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COUPLER KNUCKLE’.
17.05.1990 Repair ‘EMPTY LOAD VALVE’.
17.05.1990 Repair ‘GRADE CONTROL VALVE’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.

27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BOGIE BEARERS’.
27.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.07.1992 Repair ‘COUPLER KNUCKLE’.
27.07.1992 Repair ‘END HOSE’.
27.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1992 Repair ‘SIDE BEARER’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Repair ‘TWIST LOCK’.
27.07.1992 Repair ‘VEHICLE RECLASSIFY’.
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
02.09.1992 Repair ‘WHEEL SET’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
18.10.1992 Repair ‘BOGIE SPRING’.
18.10.1992 Repair ‘TWIST LOCK’.
18.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2219 T’
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BOGIE BEARINGS’.
28.10.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘EMPTY LOAD VALVE’.
28.10.1992 Repair ‘GRADE CONTROL VALVE’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Repair ‘TWIST LOCK’.
28.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1993 Repair ‘COUPLER KNUCKLE’.
16.01.1993 Repair ‘EMPTY LOAD VALVE’.
16.01.1993 Repair ‘GRADE CONTROL VALVE’.
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
31.03.1993 Repair ‘STEP’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1993 Repair ‘COUPLER KNUCKLE’.
15.04.1993 Repair ‘VEHICLE COMPLETE’.
15.04.1993 Repair ‘WHEEL SET’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1993 Repair ‘TWIST LOCK’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
15.08.1993 Repair ‘TWIST LOCK’.
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15.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2219 T’

28.08.1993 Repair ‘STEP’.
28.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
31.08.1993 Repair ‘BOGIE BEARERS’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.10.1993 Repair ‘EMPTY LOAD VALVE’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2219 T’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2219 T’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.02.1996 Repair ‘VEHICLE COMPLETE’.
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RQOY 2220

Details: wagon ‘RQOY 2220 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 28.08.1996
Last Brake Cylinder: 16.12.1993
Last Single Car Test: 16.12.1993
Last Lift: 01.05.1973
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.08.1989 Repair ‘HANDRAILS END’.
31.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2220 P’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BEARINGS’.
10.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1989 Repair ‘BOGIE COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2220 P’
02.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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02.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2220 P’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘END HOSE’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘TWIST LOCK’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2220 P’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

18.11.1991 Repair ‘STEP’.
18.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2220 P’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
02.01.1993 Repair ‘HANDRAILS END’.
02.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘BRAKE PIN’.
17.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1993 Repair ‘EMPTY LOAD VALVE’.
17.02.1993 Repair ‘GRADE CONTROL VALVE’.
17.02.1993 Repair ‘SIDE BEARER’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘TWIST LOCK’.
17.02.1993 Repair ‘VEHICLE RECLASSIFY’.
17.02.1993 Repair ‘WHEEL SET’.
17.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2220 P’
29.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
05.05.1993 Repair ‘BOGIE BEARINGS’.
05.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
15.05.1993 Repair ‘TWIST LOCK’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
06.08.1993 Repair ‘TWIST LOCK’.
06.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2220 P’
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘COUPLER KNUCKLE’.
20.08.1993 Repair ‘TWIST LOCK’.
20.08.1993 Repair ‘TWIST LOCK’.
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20.08.1993 Repair ‘WHEEL SET’.
20.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2220 P’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘VEHICLE COMPLETE’.
15.12.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
15.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2220 P’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
01.03.1994 Repair ‘TWIST LOCK’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2220 P’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

08.02.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2221

Details: wagon ‘RQOY 2221 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $12080
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 165
Date Built: 24.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 22.12.1994
Last Brake Cylinder: 21.06.1991
Last Single Car Test: 19.10.1993
Last Lift: 29.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

19.01.1990 Repair ‘END HOSE’.
19.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2221 B’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘END BRAKE COCK’.
15.08.1990 Repair ‘END BRAKE COCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2221 B’
16.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2221 B’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1991 Repair ‘TWIST LOCK’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2221 B’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.
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09.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2221 B’
16.10.1991 Repair ‘HANDRAILS’.
16.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2221 B’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
04.08.1992 Repair ‘STEP’.
04.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2221 B’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2221 B’
22.01.1993 Repair ‘HANDRAILS END’.
22.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2221 B’
10.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1993 Repair ‘BOGIE BEARERS’.
10.07.1993 Repair ‘BRAKE BLOCK RB95’.
10.07.1993 Repair ‘COUPLER KNUCKLE’.
10.07.1993 Repair ‘EMPTY LOAD VALVE’.
10.07.1993 Repair ‘GRADE CONTROL VALVE’.
10.07.1993 Repair ‘SIDE BEARER’.
10.07.1993 Repair ‘TRAIN PIPE (END)’.
10.07.1993 Repair ‘VEHICLE RECLASSIFY’.
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2221 B’
19.07.1993 Repair ‘TWIST LOCK’.
19.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘WEAR PLATES & SADDLES’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2221 B’
17.11.1993 Repair ‘TWIST LOCK’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
13.12.1993 Repair ‘END BRAKE COCK’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
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27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2221 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2221 B’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

RQOY 2222

Details: wagon ‘RQOY 2222 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 10.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: AD RZ RC CM CN CI
Return to Service Date: 20.06.1996
Last Brake Cylinder: 10.04.1991
Last Lift: 23.10.1979
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.10.1989 Repair ‘COUPLER KNUCKLE’.
21.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.10.1989 Repair ‘EMPTY LOAD VALVE’.
21.10.1989 Repair ‘END BRAKE COCK’.
21.10.1989 Repair ‘END HOSE’.
21.10.1989 Repair ‘GRADE CONTROL VALVE’.
21.10.1989 Repair ‘HANDRAILS END’.
21.10.1989 Repair ‘STEP’.
21.10.1989 Repair ‘TRAIN PIPE (END)’.
21.10.1989 Repair ‘TWIST LOCK’.
21.10.1989 Repair ‘TWIST LOCK’.
21.10.1989 Repair ‘TWIST LOCK’.
21.10.1989 Repair ‘TWIST LOCK’.
21.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Repair ‘TWIST LOCK’.
29.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
26.07.1990 Repair ‘BRAKE BLOCK OTHER’.
26.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2222 K’
02.01.1991 Repair ‘TWIST LOCK’.
02.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2222 K’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BRAKE BLOCK RB95’.
10.04.1991 Repair ‘COUPLER KNUCKLE’.
10.04.1991 Repair ‘EMPTY LOAD VALVE’.
10.04.1991 Repair ‘GRADE CONTROL VALVE’.
10.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Repair ‘TWIST LOCK’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
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AND ‘AQOY’ WAGONS. (RS4715)’.
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘BOGIE BEARERS’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘END HOSE’.
10.08.1993 Repair ‘GRADE CONTROL VALVE’.
10.08.1993 Repair ‘GRADE CONTROL VALVE’.
10.08.1993 Repair ‘TWIST LOCK’.
10.08.1993 Repair ‘VEHICLE RECLASSIFY’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘END HOSE’.
07.10.1993 Repair ‘TWIST LOCK’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
14.01.1994 Repair ‘HANDRAILS’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
20.02.1994 Repair ‘TWIST LOCK’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2222 K’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2222 K’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
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01.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.04.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2224

Details: wagon ‘RQOY 2224 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 07.03.1996
Last Brake Cylinder: 23.10.1990
Last Single Car Test: 31.07.1989
Last Lift: 22.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘TRAIN PIPE (END)’.
27.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2224 F’
24.01.1990 Repair ‘STEP’.
24.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
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23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1990 Repair ‘STANCHION’.
23.10.1990 Repair ‘STEP’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘VEHICLE RETARE’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
19.12.1990 Repair ‘STEP’.
19.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2224 F’
17.04.1991 Repair ‘HANDRAILS END’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
25.04.1991 Repair ‘TWIST LOCK’.
25.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON
‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.

02.09.1992 Repair ‘TWIST LOCK’.
02.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2224 F’
11.09.1992 Repair ‘BOGIE COMPLETE’.
11.09.1992 Repair ‘VEHICLE COMPLETE’.
11.09.1992 Repair ‘VEHICLE STENCILS’.
11.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2224 F’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BOGIE BOLSTER’.
22.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1993 Repair ‘BOGIE COMPLETE’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘COUPLER KNUCKLE’.
22.04.1993 Repair ‘EMPTY LOAD VALVE’.
22.04.1993 Repair ‘GRADE CONTROL VALVE’.
22.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.04.1993 Repair ‘SIDE BEARER’.
22.04.1993 Repair ‘TRAIN PIPE (END)’.
22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Repair ‘TWIST LOCK’.
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22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
22.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1993 Repair ‘COUPLER KNUCKLE’.
25.08.1993 Repair ‘EMPTY LOAD VALVE’.
25.08.1993 Repair ‘GRADE CONTROL VALVE’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘TWIST LOCK’.
25.08.1993 Repair ‘WHEEL SET’.
25.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2224 F’
02.12.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE COMPLETE’.
11.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.12.1993 Repair ‘COUPLER KNUCKLE’.
11.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.12.1993 Repair ‘EMPTY LOAD VALVE’.
11.12.1993 Repair ‘GRADE CONTROL VALVE’.
11.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Repair ‘TWIST LOCK’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
18.01.1994 Repair ‘HANDRAILS END’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2224 F’
01.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
01.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2224 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.
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(NRC025)’. New class: ‘RQOY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2224 F’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2224 F’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2225

Details: wagon ‘RQOY 2225 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RB AD CM CN CI
Return to Service Date: 07.07.1996
Last Triple Valve: 16.11.1993
Last Brake Cylinder: 14.05.1991
Last Single Car Test: 08.01.1992
Last Lift: 26.08.1982
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘BRAKE PULL ROD’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘VEHICLE COMPLETE’.
07.09.1989 Repair ‘WHEEL SET’.
07.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
25.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1990 Repair ‘CARD OR CLIP HOLDER’.
25.08.1990 Repair ‘COUPLER KNUCKLE’.
25.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.08.1990 Repair ‘EMPTY LOAD VALVE’.
25.08.1990 Repair ‘GRADE CONTROL VALVE’.
25.08.1990 Repair ‘TWIST LOCK’.
25.08.1990 Repair ‘TWIST LOCK’.
25.08.1990 Repair ‘TWIST LOCK’.
25.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Repair ‘TWIST LOCK’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
08.05.1991 Repair ‘VEHICLE COMPLETE’.
08.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2225 Y’
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘BOGIE COMPLETE’.
14.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘END HOSE’.
06.01.1992 Repair ‘TRAIN PIPE’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
06.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2225 Y’
23.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2225 Y’
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21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.

10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘TOP CENTRE PLATE’.
10.08.1992 Repair ‘TWIST LOCK’.
10.08.1992 Repair ‘VEHICLE STENCILS’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
07.10.1993 Repair ‘VEHICLE COMPLETE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BEARERS’.
16.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.11.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.11.1993 Repair ‘SIDE BEARER’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
01.12.1993 Repair ‘HANDRAILS END’.
01.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2225 Y’
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2225 Y’
12.01.1994 Repair ‘STEP’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2225 Y’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2225 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2225 Y’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2225 Y’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2225 Y’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.

19360



2.713. Wagon classification starting with ‘RQO’

18.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

04.12.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2226

Details: wagon ‘RQOY 2226 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 17.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 22.03.1996
Last Brake Cylinder: 10.08.1992
Last Lift: 01.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.09.1990 Repair ‘HOSE FITTINGS’.
28.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2226 A’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘HANDRAILS’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
06.05.1991 Repair ‘HANDRAILS’.
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06.05.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2226 A’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE BEARERS’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘END BRAKE COCK’.
25.05.1992 Repair ‘END HOSE’.
25.05.1992 Repair ‘SIDE BEARER’.
25.05.1992 Repair ‘TRAIN PIPE (END)’.
25.05.1992 Repair ‘VEHICLE RECLASSIFY’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
27.07.1992 Repair ‘STEP’.
27.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
10.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1992 Repair ‘COUPLER KNUCKLE’.
10.08.1992 Repair ‘EMPTY LOAD VALVE’.
10.08.1992 Repair ‘END BRAKE COCK’.
10.08.1992 Repair ‘GRADE CONTROL VALVE’.
10.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.08.1992 Repair ‘STEP’.
10.08.1992 Repair ‘VEHICLE STENCILS’.
10.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
12.09.1992 Repair ‘TWIST LOCK’.
12.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
24.09.1992 Repair ‘TWIST LOCK’.
24.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
29.09.1992 Repair ‘TWIST LOCK’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
02.11.1992 Repair ‘TWIST LOCK’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
29.11.1992 Repair ‘TWIST LOCK’.
29.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
30.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.12.1992 Repair ‘BRAKE BLOCK RB95’.
30.12.1992 Repair ‘COUPLER KNUCKLE’.
30.12.1992 Repair ‘EMPTY LOAD VALVE’.
30.12.1992 Repair ‘GRADE CONTROL VALVE’.
30.12.1992 Repair ‘TWIST LOCK’.
30.12.1992 Repair ‘TWIST LOCK’.
30.12.1992 Repair ‘TWIST LOCK’.
30.12.1992 Repair ‘WHEEL SET’.
30.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
26.07.1993 Repair ‘TWIST LOCK’.
26.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
05.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1993 Repair ‘BOGIE SPRING’.
05.08.1993 Repair ‘VEHICLE COMPLETE’.
05.08.1993 Repair ‘WHEEL SET’.
05.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘COUPLER KNUCKLE’.
08.09.1993 Repair ‘EMPTY LOAD VALVE’.
08.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.09.1993 Repair ‘STANCHION’.
08.09.1993 Repair ‘WHEEL SET’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
06.02.1994 Repair ‘END HOSE’.
06.02.1994 Repair ‘TWIST LOCK’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2226 A’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2226 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2226 A’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
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19.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.09.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2227

Details: wagon ‘RQOY 2227 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 26.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 28.08.1996
Last Brake Cylinder: 21.02.1991
Last Single Car Test: 25.09.1992
Last Lift: 08.11.1977
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.06.1990 Repair ‘STEP’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2227 J’
29.06.1990 Repair ‘HANDRAILS’.
29.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2227 J’
15.07.1990 Repair ‘HANDRAILS END’.
15.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2227 J’
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26.08.1990 Repair ‘HANDRAILS’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2227 J’
21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE BLOCK RB95’.
21.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Repair ‘STANCHION’.
21.02.1991 Repair ‘VEHICLE RETARE’.
21.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2227 J’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘EMPTY LOAD VALVE’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘STEP’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2227 J’
03.01.1992 Repair ‘HANDRAILS’.
03.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2227 J’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
21.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1992 Repair ‘BOGIE COMPLETE’.
21.09.1992 Repair ‘COUPLER COMPLETE’.
21.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.09.1992 Repair ‘VEHICLE COMPLETE’.
21.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2227 J’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE BEARERS’.
20.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1992 Repair ‘EMPTY LOAD VALVE’.
20.11.1992 Repair ‘GRADE CONTROL VALVE’.
20.11.1992 Repair ‘SIDE BEARER’.
20.11.1992 Repair ‘TRAIN PIPE (END)’.
20.11.1992 Repair ‘TWIST LOCK’.
20.11.1992 Repair ‘VEHICLE RECLASSIFY’.
20.11.1992 Repair ‘WHEEL SET’.

19365



2. TIMS GROUP INFORMATION - WAGONS

20.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2227 J’
29.12.1992 Repair ‘TWIST LOCK’.
29.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2227 J’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘BRAKE BLOCK RB95’.
18.06.1993 Repair ‘COUPLER KNUCKLE’.
18.06.1993 Repair ‘EMPTY LOAD VALVE’.
18.06.1993 Repair ‘GRADE CONTROL VALVE’.
18.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1993 Repair ‘TRAIN PIPE (END)’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2227 J’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2227 J’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1993 Repair ‘BRAKE BLOCK RB95’.
26.08.1993 Repair ‘BRAKE PULL ROD’.
26.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘EMPTY LOAD VALVE’.
26.08.1993 Repair ‘GRADE CONTROL VALVE’.
26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Repair ‘TRAIN PIPE (END)’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1993 Repair ‘WHEEL SET’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2227 J’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2227 J’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2227 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2227 J’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2227 J’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
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14.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.04.1996 Repair ‘VEHICLE COMPLETE’.
30.06.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2228

Details: wagon ‘RQOY 2228 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 26.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 17.07.1996
Last Brake Cylinder: 17.05.1993
Last Single Car Test: 20.04.1989
Last Lift: 07.01.1981
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

09.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘HANDRAILS END’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘TWIST LOCK’.
19.12.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
19.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2228 S’
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘TWIST LOCK’.
19.09.1990 Repair ‘VEHICLE STENCILS’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

15.10.1991 Repair ‘HANDRAILS’.
15.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2228 S’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
07.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1992 Repair ‘BRAKE BLOCK RB95’.
07.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.03.1992 Repair ‘COUPLER KNUCKLE’.
07.03.1992 Repair ‘EMPTY LOAD VALVE’.
07.03.1992 Repair ‘GRADE CONTROL VALVE’.
07.03.1992 Repair ‘TWIST LOCK’.
07.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BOGIE BEARERS’.
01.06.1992 Repair ‘COUPLER KNUCKLE’.
01.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.06.1992 Repair ‘SIDE BEARER’.
01.06.1992 Repair ‘VEHICLE RECLASSIFY’.
01.06.1992 Repair ‘YOKE COMPLETE’.
01.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
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07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
25.08.1992 Repair ‘BOGIE SPRING’.
25.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2228 S’
31.08.1992 Repair ‘TWIST LOCK’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
05.09.1992 Repair ‘TWIST LOCK’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Repair ‘VEHICLE COMPLETE’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BRAKE BLOCK RB95’.
08.10.1992 Repair ‘COUPLER KNUCKLE’.
08.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2228 S’
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
25.11.1992 Repair ‘TWIST LOCK’.
25.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
01.12.1992 Repair ‘SIDE STEP’.
01.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1993 Repair ‘BRAKE BLOCK RB95’.
17.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1993 Repair ‘VEHICLE STENCILS’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘HOSE FITTINGS’.
16.06.1993 Repair ‘TRAIN PIPE’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQOY 2228 S’
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
27.07.1993 Repair ‘HANDRAILS END’.
27.07.1993 Repair ‘TWIST LOCK’.
27.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2228 S’
30.01.1994 Repair ‘BRAKE BLOCK RB101’.
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2228 S’
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2228 S’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2228 S’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2228 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2228 S’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

10.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2229

Details: wagon ‘RQOY 2229 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 166
Date Built: 30.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 13.10.1995
Last Brake Cylinder: 27.03.1992
Last Lift: 21.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

20.07.1989 Repair ‘COUPLER COMPLETE’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘COUPLER KNUCKLE’.
25.06.1990 Repair ‘EMPTY LOAD VALVE’.
25.06.1990 Repair ‘GRADE CONTROL VALVE’.
25.06.1990 Repair ‘RELAY VALVE’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘TWIST LOCK’.
25.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
06.07.1990 Repair ‘STEP’.
06.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2229 E’
09.07.1990 Repair ‘STEP’.
09.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2229 E’
22.10.1990 Repair ‘STEP’.
22.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

03.03.1992 Repair ‘HANDRAILS’.
03.03.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2229 E’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
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27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Repair ‘TRAIN PIPE (END)’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BEARERS’.
04.08.1992 Repair ‘SIDE BEARER’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Repair ‘TWIST LOCK’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
14.04.1993 Repair ‘STEP’.
14.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BOGIE SPRING’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘EMPTY LOAD VALVE’.
08.06.1993 Repair ‘GRADE CONTROL VALVE’.
08.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘TWIST LOCK’.
08.06.1993 Repair ‘WEAR PLATES & SADDLES’.
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2229 E’
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
02.09.1993 Repair ‘BRAKE BLOCK RB95’.
02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
19.09.1993 Repair ‘BRAKE SPRING’.
19.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2229 E’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘COUPLER COMPLETE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Repair ‘EMPTY LOAD VALVE’.
22.10.1993 Repair ‘GRADE CONTROL VALVE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
19.11.1993 Repair ‘END HOSE’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2229 E’
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
09.01.1994 Repair ‘BRAKE SPRING’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
01.03.1994 Repair ‘TWIST LOCK’.
01.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2229 E’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQOY 2229 E’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
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28.08.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2230

Details: wagon ‘RQOY 2230 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 29.04.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 16.02.1996
Due Triple Valve: 30.06.1988
Last Brake Cylinder: 28.10.1993
Last Single Car Test: 24.08.1990
Last Lift: 30.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.07.1989 Repair ‘END HOSE’.
05.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2230 A’
28.10.1989 Repair ‘STEP’.
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28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2230 A’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1989 Repair ‘EMPTY LOAD VALVE’.
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Repair ‘GRADE CONTROL VALVE’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘END BOARDS’.
30.03.1990 Repair ‘TRAIN PIPE (END)’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Repair ‘TWIST LOCK’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BRAKE PULL ROD’.
20.08.1990 Repair ‘BRANCH PIPE’.
20.08.1990 Repair ‘TWIST LOCK’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2230 A’
13.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2230 A’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.04.1991 Repair ‘STRIKING CASTING’.
23.04.1991 Repair ‘TWIST LOCK’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘COUPLER KNUCKLE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON
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‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE BEARERS’.
12.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.02.1993 Repair ‘BRAKE PULL ROD’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.02.1993 Repair ‘SIDE BEARER’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘VEHICLE RECLASSIFY’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Repair ‘EMPTY LOAD VALVE’.
14.04.1993 Repair ‘GRADE CONTROL VALVE’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Repair ‘TWIST LOCK’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2230 A’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
28.10.1993 Repair ‘EMPTY LOAD VALVE’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Repair ‘GRADE CONTROL VALVE’.
28.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Repair ‘TWIST LOCK’.
28.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2230 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2230 A’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
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12.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

12.10.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2231

Details: wagon ‘RQOY 2231 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 16.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CI
Return to Service Date: 10.01.1996
Last Triple Valve: 12.09.1990
Last Brake Cylinder: 26.02.1993
Last Single Car Test: 22.09.1988
Last Lift: 03.12.1985
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.
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16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.11.1989 Repair ‘HANDRAILS END’.
16.11.1989 Repair ‘STEP’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘TWIST LOCK’.
16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2231 J’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘BRAKE LEVER’.
20.06.1990 Repair ‘BRAKE PULL ROD’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2231 J’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘EMPTY LOAD VALVE’.
12.09.1990 Repair ‘GRADE CONTROL VALVE’.
12.09.1990 Repair ‘TWIST LOCK’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2231 J’
30.06.1991 Repair ‘HANDRAILS’.
30.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2231 J’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

06.07.1992 Repair ‘HANDRAILS’.
06.07.1992 Repair ‘HANDRAILS’.
06.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2231 J’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘BOGIE BEARERS’.
26.02.1993 Repair ‘BOGIE COMPLETE’.
26.02.1993 Repair ‘BRAKE LEVER’.
26.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.02.1993 Repair ‘COUPLER KNUCKLE’.
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26.02.1993 Repair ‘EMPTY LOAD VALVE’.
26.02.1993 Repair ‘END HOSE’.
26.02.1993 Repair ‘GRADE CONTROL VALVE’.
26.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1993 Repair ‘TRAIN PIPE (END)’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.02.1993 Repair ‘VEHICLE RECLASSIFY’.
26.02.1993 Repair ‘WHEEL SET’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2231 J’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2231 J’
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2231 J’
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘COUPLER COMPLETE’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘TWIST LOCK’.
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2231 J’
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Repair ‘TWIST LOCK’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2231 J’
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2231 J’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘TRAIN PIPE (END)’.
15.12.1993 Repair ‘WHEEL SET’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2231 J’
02.01.1994 Repair ‘TWIST LOCK’.
02.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2231 J’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2231 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2231 J’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2231 J’
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2231 J’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

26.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2232

Details: wagon ‘RQOY 2232 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 23.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ
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Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN UI CI
Return to Service Date: 14.06.1996
Due Triple Valve: 01.06.1988
Last Triple Valve: 30.11.1988
Last Brake Cylinder: 03.03.1993
Last Single Car Test: 02.11.1989
Last Lift: 22.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

13.07.1989 Repair ‘END COMPLETE’.
13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2232 S’
03.10.1989 Repair ‘END BRAKE COCK’.
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Repair ‘STEP’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE CONTROL PIPE’.
01.11.1989 Repair ‘COUPLER COMPLETE’.
01.11.1989 Repair ‘END BRAKE COCK’.
01.11.1989 Repair ‘HANDRAILS’.
01.11.1989 Repair ‘HANDRAILS END’.
01.11.1989 Repair ‘TRAIN PIPE (END)’.
01.11.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2232 S’
07.11.1989 Repair ‘VEHICLE COMPLETE’.
07.11.1989 Repair ‘VEHICLE STENCILS’.
07.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2232 S’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.09.1990 Repair ‘END BRAKE COCK’.
28.09.1990 Repair ‘TWIST LOCK’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘END BRAKE COCK’.
03.04.1991 Repair ‘TWIST LOCK’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
20.04.1991 Repair ‘BRAKE BLOCK RB95’.
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20.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2232 S’

29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT
SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘END BRAKE COCK’.
20.01.1992 Repair ‘STANCHION’.
20.01.1992 Repair ‘TRAIN PIPE (END)’.
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Repair ‘TWIST LOCK’.
20.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.01.1992 Repair ‘WHEEL SET’.
20.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
27.04.1992 Repair ‘END HOSE’.
27.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2232 S’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘SIDE BEARER’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Repair ‘VEHICLE RECLASSIFY’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
25.08.1992 Repair ‘TWIST LOCK’.
25.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
27.08.1992 Repair ‘TWIST LOCK’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
03.03.1993 Repair ‘BOGIE SPRING’.
03.03.1993 Repair ‘BOGIE WEAR PLATES’.
03.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.03.1993 Repair ‘TRAIN PIPE (END)’.
03.03.1993 Repair ‘TWIST LOCK’.
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03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BOGIE BEARINGS’.
27.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
27.04.1993 Repair ‘EMPTY LOAD VALVE’.
27.04.1993 Repair ‘GRADE CONTROL VALVE’.
27.04.1993 Repair ‘TWIST LOCK’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2232 S’
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
18.09.1993 Repair ‘TWIST LOCK’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
24.09.1993 Repair ‘BOGIE SIDEFRAME’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
07.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
06.02.1994 Repair ‘TWIST LOCK’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2232 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
22.05.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2232 S’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
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13.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

27.11.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2233

Details: wagon ‘RQOY 2233 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 18.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 26.08.1996
Last Brake Cylinder: 16.03.1988
Last Single Car Test: 28.09.1992
Last Lift: 30.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.07.1989 Repair ‘HANDRAILS’.
15.07.1989 Repair ‘HANDRAILS END’.
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15.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘AQOY 2233 E’

01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘TRAIN PIPE (END)’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2233 E’
25.03.1991 Repair ‘BOGIE COMPLETE’.
25.03.1991 Repair ‘VEHICLE COMPLETE’.
25.03.1991 Repair ‘VEHICLE STENCILS’.
25.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2233 E’
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BOGIE COMPLETE’.
22.07.1991 Repair ‘END COMPLETE’.
22.07.1991 Repair ‘END HOSE’.
22.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2233 E’
25.07.1991 Repair ‘HANDRAILS’.
25.07.1991 Repair ‘HANDRAILS END’.
25.07.1991 Repair ‘STEP’.
25.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2233 E’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER COMPLETE’.
07.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.08.1991 Repair ‘TRAIN PIPE (END)’.
07.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2233 E’
01.06.1992 Repair ‘BOGIE COMPLETE’.
01.06.1992 Repair ‘VEHICLE COMPLETE’.
01.06.1992 Repair ‘VEHICLE STENCILS’.
01.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2233 E’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE COMPLETE’.
25.09.1992 Repair ‘BRAKE BLOCK RB95’.
25.09.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.09.1992 Repair ‘YOKE COMPLETE’.
25.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2233 E’
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15.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1993 Repair ‘BOGIE BEARERS’.
15.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.06.1993 Repair ‘COUPLER KNUCKLE’.
15.06.1993 Repair ‘SIDE BEARER’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘TWIST LOCK’.
15.06.1993 Repair ‘VEHICLE RECLASSIFY’.
15.06.1993 Repair ‘VEHICLE STENCILS’.
15.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2233 E’
04.10.1993 Repair ‘STEP’.
04.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2233 E’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘BRANCH PIPE’.
08.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1993 Repair ‘TRAIN PIPE’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2233 E’
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2233 E’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2233 E’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘VEHICLE STENCILS’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2233 E’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2233 E’
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Repair ‘TWIST LOCK’.
24.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2233 E’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2233 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2233 E’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
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13.10.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2234

Details: wagon ‘RQOY 2234 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.04.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 03.07.1996
Last Brake Cylinder: 01.07.1991
Last Single Car Test: 15.12.1993
Last Lift: 06.11.1979
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

21.08.1989 Repair ‘HANDRAILS END’.
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21.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQOY 2234 N’

14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2234 N’
13.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2234 N’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE LEVER’.
01.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1991 Repair ‘TWIST LOCK’.
01.07.1991 Repair ‘TWIST LOCK’.
01.07.1991 Repair ‘WHEEL SET’.
01.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘COUPLER KNUCKLE’.
24.09.1991 Repair ‘EMPTY LOAD VALVE’.
24.09.1991 Repair ‘GRADE CONTROL VALVE’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘TWIST LOCK’.
24.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘COUPLER COMPLETE’.
15.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.04.1992 Repair ‘HANDRAILS END’.
15.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2234 N’
22.05.1992 Repair ‘STEP’.
22.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘AQOY 2234 N’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘BOGIE COMPLETE’.
18.09.1992 Repair ‘BRAKE BLOCK RB95’.
18.09.1992 Repair ‘BRAKE PULL ROD’.
18.09.1992 Repair ‘CARD OR CLIP HOLDER’.
18.09.1992 Repair ‘FLOOR SHEETING’.
18.09.1992 Repair ‘SIDE BEARER’.
18.09.1992 Repair ‘TOP CENTRE PLATE’.
18.09.1992 Repair ‘VEHICLE COMPLETE’.
18.09.1992 Repair ‘VEHICLE RECLASSIFY’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BRAKE PULL ROD’.
04.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2234 N’
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘DRAFT GEAR POCKET’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘TWIST LOCK’.
08.01.1993 Repair ‘TWIST LOCK’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRAKE PULL ROD’.
04.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2234 N’
27.04.1993 Repair ‘STEP’.
27.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2234 N’
05.07.1993 Repair ‘STEP’.
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2234 N’
17.07.1993 Repair ‘TWIST LOCK’.
17.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2234 N’
06.12.1993 Repair ‘HANDRAILS END’.
06.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2234 N’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘END BRAKE COCK’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘RELAY VALVE’.
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15.12.1993 Repair ‘WEAR PLATES & SADDLES’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
18.01.1994 Repair ‘HANDRAILS END’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2234 N’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2234 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2234 N’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2235

Details: wagon ‘RQOY 2235 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS 165
Date Built: 16.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 22.07.1996
Last Brake Cylinder: 24.08.1988
Last Single Car Test: 27.04.1992
Last Lift: 01.10.1981
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

16.08.1989 Repair ‘HANDRAILS’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2235 W’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘END COMPLETE’.
04.07.1990 Repair ‘END HOSE’.
04.07.1990 Repair ‘HANDRAILS END’.
04.07.1990 Repair ‘TWIST LOCK’.
04.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2235 W’
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘VEHICLE COMPLETE’.
12.07.1990 Repair ‘VEHICLE RECLASSIFY’.
12.07.1990 Repair ‘VEHICLE STENCILS’.
12.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2235 W’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘BRAKE PULL ROD’.
04.09.1990 Repair ‘TWIST LOCK’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2235 W’
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2235 W’
12.07.1991 Repair ‘END HOSE’.
12.07.1991 Repair ‘STEP’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2235 W’
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29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT
SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

09.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
09.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2235 W’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2235 W’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
08.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1993 Repair ‘BOGIE BEARERS’.
08.01.1993 Repair ‘COUPLER KNUCKLE’.
08.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1993 Repair ‘EMPTY LOAD VALVE’.
08.01.1993 Repair ‘GRADE CONTROL VALVE’.
08.01.1993 Repair ‘SIDE BEARER’.
08.01.1993 Repair ‘TWIST LOCK’.
08.01.1993 Repair ‘VEHICLE RECLASSIFY’.
08.01.1993 Repair ‘WEAR PLATES & SADDLES’.
08.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2235 W’
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
22.04.1993 Repair ‘TWIST LOCK’.
22.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
26.04.1993 Repair ‘TWIST LOCK’.
26.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
27.07.1993 Repair ‘COUPLER KNUCKLE’.
27.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
28.07.1993 Repair ‘HANDRAILS END’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
28.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2235 W’
08.08.1993 Repair ‘TWIST LOCK’.
08.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
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02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2235 W’
06.01.1994 Repair ‘WHEEL SET’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2235 W’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BOGIE COMPLETE’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Repair ‘TWIST LOCK’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2235 W’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BOGIE BEARERS’.
19.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1994 Repair ‘COUPLER KNUCKLE’.
19.01.1994 Repair ‘EMPTY LOAD VALVE’.
19.01.1994 Repair ‘GRADE CONTROL VALVE’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Repair ‘TWIST LOCK’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2235 W’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2235 W’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2235 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2235 W’
09.10.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2236

Details: wagon ‘RQOY 2236 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.04.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RC CM CN UI AD RZ CI
Return to Service Date: 11.08.1996
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 06.12.1988
Last Lift: 10.08.1978
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2236 X’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2236 X’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
07.09.1992 Repair ‘HANDRAILS’.
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07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2236 X’

07.10.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
07.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2236 X’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARERS’.
27.10.1992 Repair ‘END BRAKE COCK’.
27.10.1992 Repair ‘SIDE BEARER’.
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1992 Repair ‘VEHICLE COMPLETE’.
27.10.1992 Repair ‘VEHICLE RECLASSIFY’.
27.10.1992 Repair ‘VEHICLE STENCILS’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2236 X’
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2236 X’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘COUPLER KNUCKLE’.
07.07.1993 Repair ‘EMPTY LOAD VALVE’.
07.07.1993 Repair ‘END HOSE’.
07.07.1993 Repair ‘GRADE CONTROL VALVE’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘TWIST LOCK’.
07.07.1993 Repair ‘WHEEL SET’.
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2236 X’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘END BRAKE COCK’.
03.09.1993 Repair ‘TRAIN PIPE (END)’.
03.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2236 X’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2236 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2236 X’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Perth’ with a previous code of wagon ‘AQOY 2236 X’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
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22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER
,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.11.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
26.03.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2237

08.05.1995 Reclassified from wagon ‘RQOY 2237 L’ to ’ wagon ‘RQXY 2237 P’.

RQOY 2238

Details: wagon ‘RQOY 2238 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 166
Date Built: 25.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 19.05.1996
Due Triple Valve: 28.06.1994
Last Brake Cylinder: 20.09.1991
Last Single Car Test: 20.09.1991
Last Lift: 15.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.
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10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘PARTITION’.
10.11.1989 Repair ‘VEHICLE RECLASSIFY’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
22.03.1991 Repair ‘BODY COMPLETE’.
22.03.1991 Repair ‘END HOSE’.
22.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2238 D’
25.03.1991 Repair ‘TWIST LOCK’.
25.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2238 D’
05.06.1991 Repair ‘BOGIE COMPLETE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2238 D’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘END FRAME MEMBER’.
18.09.1991 Repair ‘END HOSE’.
18.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1991 Repair ‘VEHICLE STENCILS’.
18.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2238 D’
19.09.1991 Repair ‘STEP’.
19.09.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2238 D’
17.10.1991 Repair ‘TWIST LOCK’.
17.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2238 D’
21.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1991 Repair ‘COUPLER KNUCKLE’.
21.10.1991 Repair ‘EMPTY LOAD VALVE’.
21.10.1991 Repair ‘END BRAKE COCK’.
21.10.1991 Repair ‘END HOSE’.
21.10.1991 Repair ‘GRADE CONTROL VALVE’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Repair ‘TWIST LOCK’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
23.03.1992 Repair ‘STEP’.
23.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2238 D’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BRAKE CONTROL PIPE’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
31.03.1992 Repair ‘TWIST LOCK’.

19397



2. TIMS GROUP INFORMATION - WAGONS

31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
13.05.1992 Repair ‘STEP’.
13.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2238 D’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘VEHICLE RECLASSIFY’.
04.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2238 D’
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
15.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1993 Repair ‘BRAKE CONTROL PIPE’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2238 D’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
28.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2238 D’
14.07.1993 Repair ‘STEP’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1993 Repair ‘END HOSE’.
23.08.1993 Repair ‘HOSE FITTINGS’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2238 D’
09.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.10.1993 Repair ‘VEHICLE COMPLETE’.
09.10.1993 Repair ‘WHEEL SET’.
09.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2238 D’
20.11.1993 Repair ‘WEAR PLATES & SADDLES’.
20.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2238 D’
03.01.1994 Repair ‘TWIST LOCK’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2238 D’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2238 D’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2238 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2238 D’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
09.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

05.10.1995 Repair ‘VEHICLE COMPLETE’.
10.10.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2239

08.05.1995 Reclassified from wagon ‘RQOY 2239 G’ to ’ wagon ‘RQXY 2239 K’.

RQOY 2240

30.05.1995 Reclassified from wagon ‘RQOY 2240 C’ to ’ wagon ‘RQXY 2240 G’.

RQOY 2241

Details: wagon ‘RQOY 2241 L’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 166
Date Built: 20.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 18.10.1995
Last Brake Cylinder: 12.05.1992
Last Single Car Test: 12.05.1992
Last Lift: 06.05.1980
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘WEAR PLATES & SADDLES’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2241 R’
07.12.1989 Repair ‘HANDRAILS’.
07.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2241 R’
01.11.1990 Repair ‘WEAR PLATES & SADDLES’.
01.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2241 R’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
30.01.1991 Repair ‘TWIST LOCK’.
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30.01.1991 Repair ‘VEHICLE RECLASSIFY’.
30.01.1991 Repair ‘VEHICLE STENCILS’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2241 R’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2241 R’
04.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1992 Repair ‘BOGIE BEARINGS’.
04.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.05.1992 Repair ‘VEHICLE STENCILS’.
04.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2241 R’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BOGIE BEARERS’.
09.06.1992 Repair ‘BRAKE LEVER’.
09.06.1992 Repair ‘BRAKE PULL ROD’.
09.06.1992 Repair ‘CARD OR CLIP HOLDER’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
09.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.06.1992 Repair ‘SIDE BEARER’.
09.06.1992 Repair ‘TWIST LOCK’.
09.06.1992 Repair ‘VEHICLE RECLASSIFY’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2241 R’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘EMPTY LOAD VALVE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Repair ‘TWIST LOCK’.
07.07.1992 Repair ‘WHEEL SET’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2241 R’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
27.09.1992 Repair ‘TWIST LOCK’.
27.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2241 R’
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2241 R’
06.11.1992 Repair ‘TWIST LOCK’.
06.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2241 R’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.01.1993 Repair ‘COUPLER COMPLETE’.
22.01.1993 Repair ‘COUPLER KNUCKLE’.
22.01.1993 Repair ‘EMPTY LOAD VALVE’.
22.01.1993 Repair ‘GRADE CONTROL VALVE’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2241 R’
24.04.1993 Repair ‘TWIST LOCK’.
24.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2241 R’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BRAKE LEVER’.
08.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘WHEEL SET’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2241 R’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2241 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2241 R’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2241 R’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

18.10.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2242

09.05.1995 Reclassified from wagon ‘RQOY 2242 U’ to ’ wagon ‘RQXY 2242 B’.
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RQOY 2243

22.08.1995 Reclassified from wagon ‘RQOY 2243 G’ to ’ wagon ‘RQXY 2243 K’.

RQOY 2244

Details: wagon ‘RQOY 2244 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 15.07.1996
Last Brake Cylinder: 15.09.1988
Last Lift: 28.09.1978
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.11.1989 Repair ‘HANDRAILS END’.
04.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2244 V’
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2244 V’
16.01.1990 Repair ‘HANDRAILS END’.
16.01.1990 Repair ‘STEP’.
16.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1990 Issued at location ‘Pelican Point’ with a previous code of wagon

‘AQOY 2244 V’
23.02.1990 Repair ‘END BRAKE COCK’.
23.02.1990 Repair ‘ISOLATING COCK’.
23.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2244 V’
17.06.1990 Repair ‘VEHICLE COMPLETE’.
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17.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2244 V’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BRAKE PIN’.
09.07.1990 Repair ‘BRAKE PULL ROD’.
09.07.1990 Repair ‘COUPLER KNUCKLE’.
09.07.1990 Repair ‘EMPTY LOAD VALVE’.
09.07.1990 Repair ‘GRADE CONTROL VALVE’.
09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘TWIST LOCK’.
09.07.1990 Repair ‘VEHICLE RETARE’.
09.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1992 Repair ‘TWIST LOCK’.
16.04.1992 Repair ‘VEHICLE COMPLETE’.
16.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.04.1992 Repair ‘TRAIN PIPE (END)’.
28.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘BOGIE BEARERS’.
04.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1992 Repair ‘SIDE BEARER’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘VEHICLE RECLASSIFY’.
04.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Repair ‘TWIST LOCK’.
07.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
10.10.1992 Repair ‘STEP’.
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
19.10.1992 Repair ‘TWIST LOCK’.
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19.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2244 V’

20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BEARINGS’.
19.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1992 Repair ‘BOGIE SPRING’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Repair ‘TWIST LOCK’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘GRADE CONTROL VALVE’.
14.12.1992 Repair ‘WEAR PLATES & SADDLES’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
13.01.1993 Repair ‘STEP’.
13.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
05.06.1993 Repair ‘TWIST LOCK’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
31.08.1993 Repair ‘TWIST LOCK’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
27.10.1993 Repair ‘TWIST LOCK’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE BEARINGS’.
15.12.1993 Repair ‘COUPLER KNUCKLE’.
15.12.1993 Repair ‘EMPTY LOAD VALVE’.
15.12.1993 Repair ‘GRADE CONTROL VALVE’.
15.12.1993 Repair ‘TWIST LOCK’.
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15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2244 V’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2244 V’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.01.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2245

Details: wagon ‘RQOY 2245 B’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 27.08.1996
Last Triple Valve: 20.04.1988
Last Brake Cylinder: 13.08.1990
Last Single Car Test: 28.07.1993
Last Lift: 03.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.10.1989 Repair ‘HANDRAILS’.
13.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2245 H’
27.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2245 H’
08.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1989 Issued at location ‘Pelican Point’ with a previous code of wagon

‘AQOY 2245 H’
10.11.1989 Repair ‘END HOSE’.
10.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2245 H’
13.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1990 Repair ‘COUPLER KNUCKLE’.
13.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1990 Repair ‘STEP’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
13.08.1990 Repair ‘TWIST LOCK’.
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13.08.1990 Repair ‘VEHICLE STENCILS’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BEARERS’.
14.12.1990 Repair ‘BRAKE BLOCK RB95’.
14.12.1990 Repair ‘TWIST LOCK’.
14.12.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

22.05.1992 Repair ‘BOGIE BEARERS’.
22.05.1992 Repair ‘SIDE BEARER’.
22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
24.08.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
24.08.1992 Repair ‘BOGIE BEARINGS’.
24.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2245 H’
22.01.1993 Repair ‘TWIST LOCK’.
22.01.1993 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2245 H’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘BOGIE BEARERS’.
19.07.1993 Repair ‘BOGIE BEARINGS’.
19.07.1993 Repair ‘BOGIE WEAR PLATES’.
19.07.1993 Repair ‘VEHICLE COMPLETE’.
19.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2245 H’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘VEHICLE COMPLETE’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BRAKE PULL ROD’.
02.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2245 H’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.09.1993 Repair ‘BRAKE PULL ROD’.
20.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1993 Repair ‘COUPLER KNUCKLE’.
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20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
11.11.1993 Repair ‘TWIST LOCK’.
11.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1993 Repair ‘BRAKE LEVER’.
14.12.1993 Repair ‘BRAKE PULL ROD’.
14.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1993 Repair ‘COUPLER KNUCKLE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
18.01.1994 Repair ‘HANDRAILS END’.
18.01.1994 Repair ‘TWIST LOCK’.
18.01.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2245 H’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2245 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
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26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2245 H’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
27.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2247

Details: wagon ‘RQOY 2247 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 25.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes
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Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 09.07.1996
Due Triple Valve: 01.07.1987
Last Brake Cylinder: 20.08.1992
Last Single Car Test: 15.11.1990
Last Lift: 20.07.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘AQOY 2247 C’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘END BRAKE COCK’.
12.11.1990 Repair ‘END HOSE’.
12.11.1990 Repair ‘TRAIN PIPE (END)’.
12.11.1990 Repair ‘TRAIN PIPE’.
12.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2247 C’
09.07.1991 Repair ‘STEP’.
09.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2247 C’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘COUPLER KNUCKLE’.
09.01.1992 Repair ‘EMPTY LOAD VALVE’.
09.01.1992 Repair ‘GRADE CONTROL VALVE’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘TWIST LOCK’.
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1992 Repair ‘COUPLER KNUCKLE’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.
06.08.1992 Repair ‘GRADE CONTROL VALVE’.
06.08.1992 Repair ‘SIDE BEARER’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
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20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE BOLSTER’.
20.08.1992 Repair ‘BOGIE SIDEFRAME’.
20.08.1992 Repair ‘COUPLER KNUCKLE’.
20.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Repair ‘TWIST LOCK’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE LEVER’.
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Repair ‘WEAR PLATES & SADDLES’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
30.10.1992 Repair ‘TWIST LOCK’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
26.11.1992 Repair ‘STEP’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2247 C’
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1992 Repair ‘COUPLER KNUCKLE’.
19.12.1992 Repair ‘EMPTY LOAD VALVE’.
19.12.1992 Repair ‘GRADE CONTROL VALVE’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Repair ‘TWIST LOCK’.
19.12.1992 Repair ‘WHEEL SET’.
19.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
21.12.1992 Repair ‘HANDRAILS’.
21.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘BOGIE SPRING’.
07.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
08.02.1993 Repair ‘TWIST LOCK’.
08.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
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23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
31.03.1993 Repair ‘TWIST LOCK’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
11.05.1993 Repair ‘TWIST LOCK’.
11.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
25.11.1993 Repair ‘BOGIE SIDEFRAME’.
25.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
15.12.1993 Repair ‘BOGIE BEARINGS’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
13.02.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2247 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2247 C’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
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01.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.12.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2248

Details: wagon ‘RQOY 2248 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 27.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 13.08.1996
Last Brake Cylinder: 23.02.1993
Last Lift: 07.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
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REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

18.07.1989 Repair ‘VEHICLE COMPLETE’.
18.07.1989 Repair ‘VEHICLE STENCILS’.
18.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2248 L’
12.11.1989 Repair ‘END HOSE’.
12.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
23.11.1989 Repair ‘STEP’.
23.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2248 L’
27.03.1990 Repair ‘HANDRAILS END’.
27.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2248 L’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘COUPLER KNUCKLE’.
05.09.1990 Repair ‘DOOR COMPLETE’.
05.09.1990 Repair ‘EMPTY LOAD VALVE’.
05.09.1990 Repair ‘END BRAKE COCK’.
05.09.1990 Repair ‘GRADE CONTROL VALVE’.
05.09.1990 Repair ‘STEP’.
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Repair ‘TWIST LOCK’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2248 L’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

06.12.1991 Repair ‘HANDRAILS END’.
06.12.1991 Repair ‘STEP’.
06.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2248 L’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BEARERS’.
23.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
23.02.1993 Repair ‘BRAKE LEVER’.
23.02.1993 Repair ‘BRAKE PIN’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘COUPLER TRIGGER LEVER’.
23.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Repair ‘SIDE BEARER’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘TWIST LOCK’.
23.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Repair ‘VEHICLE RECLASSIFY’.
23.02.1993 Repair ‘YOKE CARRIER’.
23.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2248 L’
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2248 L’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘EMPTY LOAD VALVE’.
29.03.1993 Repair ‘GRADE CONTROL VALVE’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Repair ‘WHEEL SET’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2248 L’
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
19.06.1993 Repair ‘TWIST LOCK’.
19.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2248 L’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE SPRING’.
22.07.1993 Repair ‘BRAKE PULL ROD’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘END HOSE’.
22.07.1993 Repair ‘HOSE FITTINGS’.
22.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1993 Repair ‘TRAIN PIPE’.
22.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2248 L’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
03.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2248 L’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.
(NRC025)’. New class: ‘RQOY’.

29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2248 L’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

24.06.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2249

Details: wagon ‘RQOY 2249 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 25.06.1971
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN UI AD CI
Return to Service Date: 11.07.1996
Due Triple Valve: 01.03.1993
Last Brake Cylinder: 19.10.1990
Last Single Car Test: 19.10.1990
Last Lift: 17.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1989 Repair ‘END HOSE’.
18.10.1989 Repair ‘HANDRAILS END’.
18.10.1989 Repair ‘STEP’.
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘WHEEL SET’.
18.10.1989 Repair ‘YOKE COMPLETE’.
18.10.1989 Repair ‘YOKE PIN’.
18.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
18.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2249 U’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘END BRAKE COCK’.
15.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.10.1990 Repair ‘STEP’.
15.10.1990 Repair ‘TRAIN PIPE (END)’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2249 U’
09.02.1991 Repair ‘HANDRAILS’.
09.02.1991 Repair ‘HANDRAILS’.
09.02.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2249 U’
30.05.1991 Repair ‘SIDE BEARER’.
30.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2249 U’
04.06.1991 Repair ‘VEHICLE COMPLETE’.
04.06.1991 Repair ‘VEHICLE STENCILS’.
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04.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQOY 2249 U’

29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT
SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘COUPLER KNUCKLE’.
29.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.10.1991 Repair ‘GRADE CONTROL VALVE’.
29.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1991 Repair ‘TWIST LOCK’.
29.10.1991 Repair ‘TWIST LOCK’.
29.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2249 U’
12.06.1992 Repair ‘STEP’.
12.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2249 U’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BEARERS’.
24.07.1992 Repair ‘BRAKE PULL ROD’.
24.07.1992 Repair ‘CARD OR CLIP HOLDER’.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘EMPTY LOAD VALVE’.
24.07.1992 Repair ‘GRADE CONTROL VALVE’.
24.07.1992 Repair ‘SIDE BEARER’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘VEHICLE RECLASSIFY’.
24.07.1992 Repair ‘WHEEL SET’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2249 U’
15.03.1993 Repair ‘END BRAKE COCK’.
15.03.1993 Repair ‘SIDE STEP’.
15.03.1993 Repair ‘TWIST LOCK’.
15.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2249 U’
14.05.1993 Repair ‘TWIST LOCK’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
11.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1993 Repair ‘COUPLER KNUCKLE’.
11.08.1993 Repair ‘END BRAKE COCK’.
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11.08.1993 Repair ‘TRAIN PIPE (END)’.
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Repair ‘TWIST LOCK’.
11.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2249 U’
03.09.1993 Repair ‘STEP’.
03.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.10.1993 Repair ‘TWIST LOCK’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘WHEEL SET’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2249 U’
04.11.1993 Repair ‘STEP’.
04.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2249 U’
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2249 U’
05.02.1994 Repair ‘TWIST LOCK’.
05.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2249 U’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
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22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

13.10.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2250

Details: wagon ‘RQOY 2250 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.06.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 23.09.1996
Due Triple Valve: 22.09.1989
Last Brake Cylinder: 09.01.1991
Last Single Car Test: 04.10.1991
Last Lift: 25.11.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE COMPLETE’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘END HOSE’.
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08.08.1989 Repair ‘GRADE CONTROL VALVE’.
08.08.1989 Repair ‘HANDRAILS END’.
08.08.1989 Repair ‘WEAR PLATES & SADDLES’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
02.11.1989 Repair ‘STEP’.
02.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2250 Q’
03.11.1989 Repair ‘HANDRAILS’.
03.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2250 Q’
21.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1990 Repair ‘COUPLER KNUCKLE’.
21.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.04.1990 Repair ‘STANCHION’.
21.04.1990 Repair ‘TRAIN PIPE (END)’.
21.04.1990 Repair ‘TWIST LOCK’.
21.04.1990 Repair ‘TWIST LOCK’.
21.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.04.1990 Repair ‘VEHICLE RETARE’.
21.04.1990 Repair ‘WEAR PLATES & SADDLES’.
21.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.01.1991 Repair ‘HANDRAILS’.
09.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘TWIST LOCK’.
09.01.1991 Repair ‘VEHICLE STENCILS’.
09.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘TRAIN PIPE (END)’.
03.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2250 Q’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BEARERS’.
29.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1992 Repair ‘COUPLER KNUCKLE’.
29.07.1992 Repair ‘EMPTY LOAD VALVE’.
29.07.1992 Repair ‘GRADE CONTROL VALVE’.
29.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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29.07.1992 Repair ‘SIDE BEARER’.
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Repair ‘VEHICLE RECLASSIFY’.
29.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘EMPTY LOAD VALVE’.
02.10.1992 Repair ‘GRADE CONTROL VALVE’.
02.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
28.10.1992 Repair ‘STEP’.
28.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2250 Q’
05.11.1992 Repair ‘STEP’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BRAKE BLOCK RB95’.
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘WEAR PLATES & SADDLES’.
07.05.1993 Repair ‘YOKE COMPLETE’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
14.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.06.1993 Repair ‘BOGIE COMPLETE’.
14.06.1993 Repair ‘BRAKE PULL ROD’.
14.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.06.1993 Repair ‘COUPLER KNUCKLE’.
14.06.1993 Repair ‘EMPTY LOAD VALVE’.
14.06.1993 Repair ‘GRADE CONTROL VALVE’.
14.06.1993 Repair ‘HANDRAILS’.
14.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1993 Repair ‘STEP’.
14.06.1993 Repair ‘TWIST LOCK’.
14.06.1993 Repair ‘TWIST LOCK’.
14.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘TWIST LOCK’.
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28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQOY 2250 Q’

18.07.1993 Repair ‘COUPLER KNUCKLE’.
18.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2250 Q’
29.07.1993 Repair ‘TWIST LOCK’.
29.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2250 Q’
14.09.1993 Repair ‘BRAKE SPRING’.
14.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2250 Q’
21.09.1993 Repair ‘TWIST LOCK’.
21.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2250 Q’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BRAKE BLOCK RB95’.
05.01.1994 Repair ‘BRAKE PULL ROD’.
05.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Repair ‘EMPTY LOAD VALVE’.
05.01.1994 Repair ‘END HOSE’.
05.01.1994 Repair ‘GRADE CONTROL VALVE’.
05.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2250 Q’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2250 Q’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQOY 2251

Details: wagon ‘RQOY 2251 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 24.06.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 06.07.1996
Due Triple Valve: 01.12.1993
Last Triple Valve: 14.08.1993
Last Single Car Test: 05.04.1991
Last Lift: 14.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.08.1989 Repair ‘SIDE STEP’.
28.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2251 C’
04.10.1989 Repair ‘HANDRAILS END’.
04.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2251 C’
07.03.1990 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘STANCHION’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘TWIST LOCK’.
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17.04.1990 Repair ‘VEHICLE RETARE’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
12.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1991 Repair ‘VEHICLE STENCILS’.
12.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2251 C’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.03.1991 Repair ‘TRAIN PIPE’.
26.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2251 C’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’
AND ‘AQOY’ WAGONS. (RS4715)’.

28.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2251 C’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARERS’.
03.03.1993 Repair ‘SIDE BEARER’.
03.03.1993 Repair ‘VEHICLE RECLASSIFY’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘BRANCH PIPE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘EMPTY LOAD VALVE’.
19.03.1993 Repair ‘GRADE CONTROL VALVE’.
19.03.1993 Repair ‘TRAIN PIPE (END)’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Repair ‘TWIST LOCK’.
19.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1993 Repair ‘BRAKE LEVER’.
14.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.08.1993 Repair ‘COUPLER KNUCKLE’.
14.08.1993 Repair ‘HAND RELEASE (AIR)’.
14.08.1993 Repair ‘RELAY VALVE’.
14.08.1993 Repair ‘TWIST LOCK’.
14.08.1993 Repair ‘TWIST LOCK’.
14.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1993 Repair ‘WHEEL SET’.
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14.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
30.08.1993 Repair ‘STEP’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2251 C’
15.09.1993 Repair ‘TWIST LOCK’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2251 C’
30.09.1993 Repair ‘TWIST LOCK’.
30.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2251 C’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2251 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2251 C’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2251 C’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2251 C’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

17.01.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2253

Details: wagon ‘RQOY 2253 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 06.07.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 21.08.1996
Due Triple Valve: 14.07.1988
Last Triple Valve: 11.04.1988
Last Brake Cylinder: 08.12.1992
Last Single Car Test: 15.12.1988
Last Lift: 06.07.1971
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘TWIST LOCK’.
01.07.1989 Repair ‘TWIST LOCK’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘EMPTY LOAD VALVE’.
11.09.1990 Repair ‘END HOSE’.
11.09.1990 Repair ‘GRADE CONTROL VALVE’.
11.09.1990 Repair ‘TWIST LOCK’.
11.09.1990 Repair ‘TWIST LOCK’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘WHEEL SET’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
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‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

20.12.1991 Repair ‘HANDRAILS END’.
20.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
13.04.1992 Repair ‘TWIST LOCK’.
13.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BEARERS’.
08.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1992 Repair ‘BRAKE LEVER’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘END HOSE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘HANDRAILS END’.
08.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1992 Repair ‘SIDE BEARER’.
08.12.1992 Repair ‘STEP’.
08.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1992 Repair ‘VEHICLE RECLASSIFY’.
08.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE SPRING’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘TWIST LOCK’.
08.07.1993 Repair ‘WHEEL SET’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
30.11.1993 Repair ‘BOGIE BEARINGS’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQOY 2253 U’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2253 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2253 U’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2255

Details: wagon ‘RQOY 2255 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 05.07.1971
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Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 04.07.1996
Due Triple Valve: 21.07.1988
Last Brake Cylinder: 05.11.1991
Last Lift: 07.04.1983
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

01.08.1989 Repair ‘HANDRAILS END’.
01.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2255 P’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Repair ‘TWIST LOCK’.
17.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘EMPTY LOAD VALVE’.
06.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘TWIST LOCK’.
06.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1989 Repair ‘BRAKE LEVER’.
11.12.1989 Repair ‘BRAKE PIN’.
11.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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11.12.1989 Repair ‘TWIST LOCK’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘VEHICLE COMPLETE’.
11.12.1989 Repair ‘WHEEL SET’.
11.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
27.05.1990 Repair ‘HANDRAILS END’.
27.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2255 P’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘COUPLER COMPLETE’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘WHEEL SET’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
25.05.1991 Repair ‘YOKE CARRIER’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2255 P’
26.07.1991 Repair ‘HANDRAILS END’.
26.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2255 P’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.11.1991 Repair ‘EMPTY LOAD VALVE’.
05.11.1991 Repair ‘GRADE CONTROL VALVE’.
05.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘TWIST LOCK’.
05.11.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BEARERS’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘EMPTY LOAD VALVE’.
31.07.1992 Repair ‘GRADE CONTROL VALVE’.
31.07.1992 Repair ‘SIDE BEARER’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
10.10.1992 Repair ‘TWIST LOCK’.
10.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2255 P’

27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BOGIE BEARINGS’.
27.10.1992 Repair ‘COUPLER COMPLETE’.
27.10.1992 Repair ‘COUPLER KNUCKLE’.
27.10.1992 Repair ‘EMPTY LOAD VALVE’.
27.10.1992 Repair ‘GRADE CONTROL VALVE’.
27.10.1992 Repair ‘STRIKING CASTING’.
27.10.1992 Repair ‘TWIST LOCK’.
27.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1993 Repair ‘BRAKE PULL ROD’.
17.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2255 P’
19.08.1993 Repair ‘BOGIE BOLSTER’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘EMPTY LOAD VALVE’.
21.10.1993 Repair ‘GRADE CONTROL VALVE’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
03.01.1994 Repair ‘BOGIE SHOCK ABSORBERS’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
09.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2255 P’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
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19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2255 P’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.01.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2256

Details: wagon ‘RQOY 2256 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 09.07.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 24.09.1996
Due Triple Valve: 29.06.1994
Last Brake Cylinder: 02.08.1993
Last Single Car Test: 05.01.1994
Last Lift: 15.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘END HOSE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘STANCHION’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘TWIST LOCK’.
31.07.1989 Repair ‘VEHICLE RETARE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
16.02.1990 Repair ‘HANDRAILS’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2256 B’
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2256 B’
26.03.1990 Repair ‘TWIST LOCK’.
26.03.1990 Repair ‘TWIST LOCK’.
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26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2256 B’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BEARINGS’.
31.08.1990 Repair ‘END HOSE’.
31.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1990 Repair ‘STEP’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.
31.08.1990 Repair ‘VEHICLE STENCILS’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
08.11.1990 Repair ‘STEP’.
08.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2256 B’
19.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1991 Repair ‘END BRAKE COCK’.
19.03.1991 Repair ‘GRADE CONTROL VALVE’.
19.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2256 B’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘VEHICLE STENCILS’.
03.09.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2256 B’
21.12.1991 Repair ‘HANDRAILS’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
28.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2256 B’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARERS’.
04.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘BRAKE PULL ROD’.
04.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.03.1993 Repair ‘COUPLER KNUCKLE’.
04.03.1993 Repair ‘EMPTY LOAD VALVE’.
04.03.1993 Repair ‘GRADE CONTROL VALVE’.
04.03.1993 Repair ‘HANDRAILS’.
04.03.1993 Repair ‘SIDE BEARER’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘TWIST LOCK’.
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04.03.1993 Repair ‘TWIST LOCK’.
04.03.1993 Repair ‘VEHICLE RECLASSIFY’.
04.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2256 B’
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.04.1993 Repair ‘HOSE FITTINGS’.
14.04.1993 Repair ‘TRAIN PIPE’.
14.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2256 B’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1993 Repair ‘COUPLER KNUCKLE’.
10.05.1993 Repair ‘TWIST LOCK’.
10.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.06.1993 Repair ‘COUPLER KNUCKLE’.
29.06.1993 Repair ‘EMPTY LOAD VALVE’.
29.06.1993 Repair ‘GRADE CONTROL VALVE’.
29.06.1993 Repair ‘TRAIN PIPE’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Repair ‘TWIST LOCK’.
29.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
22.07.1993 Repair ‘HANDRAILS END’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2256 B’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘TWIST LOCK’.
02.08.1993 Repair ‘WEAR PLATES & SADDLES’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
16.09.1993 Repair ‘BRAKE BLOCK RB95’.
16.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1993 Repair ‘COUPLER KNUCKLE’.
16.09.1993 Repair ‘GRADE CONTROL VALVE’.
16.09.1993 Repair ‘HAND RELEASE (AIR)’.
16.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘TWIST LOCK’.
16.09.1993 Repair ‘WEAR PLATES & SADDLES’.
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16.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
09.11.1993 Repair ‘STEP’.
09.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2256 B’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘COUPLER COMPLETE’.
20.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1993 Repair ‘RELAY VALVE’.
20.12.1993 Repair ‘TRAIN PIPE (END)’.
20.12.1993 Repair ‘YOKE COMPLETE’.
20.12.1993 Repair ‘YOKE PIN’.
20.12.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2256 B’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
02.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
20.02.1994 Repair ‘TWIST LOCK’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
04.04.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2256 B’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2256 B’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

01.10.1995 Repair ‘VEHICLE COMPLETE’.

19438



2.713. Wagon classification starting with ‘RQO’

02.01.1996 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
22.07.1996 Repair ‘VEHICLE COMPLETE’.
24.09.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2257

Details: wagon ‘RQOY 2257 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.07.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN UI AD CI
Return to Service Date: 18.05.1996
Last Triple Valve: 01.06.1988
Last Brake Cylinder: 24.07.1992
Last Single Car Test: 01.03.1991
Last Lift: 08.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘HANDRAILS’.
08.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2257 K’
23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
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23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘STANCHION’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘VEHICLE RETARE’.
23.09.1989 Repair ‘WEAR PLATES & SADDLES’.
23.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘TWIST LOCK’.
18.04.1990 Repair ‘TWIST LOCK’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Repair ‘TWIST LOCK’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BEARINGS’.
06.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1990 Repair ‘EMPTY LOAD VALVE’.
06.08.1990 Repair ‘END SILL’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘SIDE SILL’.
06.08.1990 Repair ‘STEP’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Repair ‘TWIST LOCK’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘END HOSE’.
26.02.1991 Repair ‘TWIST LOCK’.
26.02.1991 Repair ‘TWIST LOCK’.
26.02.1991 Repair ‘TWIST LOCK’.
26.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2257 K’
05.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1991 Repair ‘COUPLER KNUCKLE’.
05.07.1991 Repair ‘END HOSE’.
05.07.1991 Repair ‘TWIST LOCK’.
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05.07.1991 Repair ‘TWIST LOCK’.
05.07.1991 Repair ‘YOKE CARRIER’.
05.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

03.07.1992 Repair ‘STEP’.
03.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BOGIE BEARERS’.
24.07.1992 Repair ‘BOGIE COMPLETE’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.07.1992 Repair ‘SIDE BEARER’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘TWIST LOCK’.
24.07.1992 Repair ‘VEHICLE RECLASSIFY’.
24.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
06.10.1992 Repair ‘TWIST LOCK’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRAKE BLOCK RB95’.
16.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.12.1992 Repair ‘COUPLER KNUCKLE’.
16.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘GRADE CONTROL VALVE’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Repair ‘TWIST LOCK’.
16.12.1992 Repair ‘YOKE COMPLETE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
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04.03.1993 Repair ‘HANDRAILS’.
04.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
26.05.1993 Repair ‘BOGIE SPRING’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘COUPLER COMPLETE’.
10.08.1993 Repair ‘COUPLER KNUCKLE’.
10.08.1993 Repair ‘EMPTY LOAD VALVE’.
10.08.1993 Repair ‘GRADE CONTROL VALVE’.
10.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
27.08.1993 Repair ‘TWIST LOCK’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
26.10.1993 Repair ‘TWIST LOCK’.
26.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2257 K’
18.11.1993 Repair ‘BOGIE SIDEFRAME’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
20.02.1994 Repair ‘TWIST LOCK’.
20.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2257 K’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2257 K’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
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10.12.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

22.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2387

Details: wagon ‘RQOY 2387 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 166
Date Built: 04.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXFI

Capacity of 50 tonnes
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Fleet Grp Code: AD RZ CM CN CI
Return to Service Date: 26.08.1996
Last Brake Cylinder: 20.07.1989
Last Single Car Test: 11.08.1993
Last Lift: 07.07.1987
Cont Connector Type:] B
Cont Max Slots: 3

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘EMPTY LOAD VALVE’.
20.07.1989 Repair ‘GRADE CONTROL VALVE’.
20.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Repair ‘TWIST LOCK’.
20.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘TRAIN PIPE (END)’.
16.03.1990 Repair ‘TWIST LOCK’.
16.03.1990 Repair ‘TWIST LOCK’.
16.03.1990 Repair ‘VEHICLE STENCILS’.
16.03.1990 Repair ‘WHEEL SET’.
16.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
20.10.1990 Repair ‘END HOSE’.
20.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2387 S’
23.01.1991 Repair ‘STEP’.
23.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2387 S’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘EMPTY LOAD VALVE’.
04.03.1991 Repair ‘END HOSE’.
04.03.1991 Repair ‘GRADE CONTROL VALVE’.
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Repair ‘TWIST LOCK’.
04.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.
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15.08.1991 Repair ‘STEP’.
15.08.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2387 S’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘ISOLATING COCK’.
08.11.1991 Repair ‘TRAIN PIPE (END)’.
08.11.1991 Repair ‘TRAIN PIPE’.
08.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2387 S’
23.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1992 Repair ‘BOGIE COMPLETE’.
23.09.1992 Repair ‘BRAKE BLOCK RB95’.
23.09.1992 Repair ‘END BRAKE COCK’.
23.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1992 Repair ‘TRAIN PIPE (END)’.
23.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2387 S’
18.12.1992 Repair ‘STEP’.
18.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE BEARERS’.
24.02.1993 Repair ‘BOGIE COMPLETE’.
24.02.1993 Repair ‘BRAKE PULL ROD’.
24.02.1993 Repair ‘BRANCH PIPE’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Repair ‘SIDE BEARER’.
24.02.1993 Repair ‘TWIST LOCK’.
24.02.1993 Repair ‘VEHICLE COMPLETE’.
24.02.1993 Repair ‘VEHICLE RECLASSIFY’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
11.03.1993 Repair ‘EMPTY LOAD VALVE’.
11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
24.03.1993 Repair ‘EMPTY LOAD VALVE’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
03.04.1993 Repair ‘TWIST LOCK’.
03.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
03.07.1993 Repair ‘TWIST LOCK’.
03.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
11.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1993 Repair ‘BRAKE PULL ROD’.
11.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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11.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2387 S’
23.09.1993 Repair ‘TWIST LOCK’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Repair ‘TWIST LOCK’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Repair ‘WHEEL SET’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘TOP CENTRE PLATE’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2387 S’
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2387 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2387 S’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

03.10.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
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07.01.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2388

Details: wagon ‘RQOY 2388 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 29.07.1996
Last Triple Valve: 17.12.1991
Last Brake Cylinder: 29.01.1991
Last Single Car Test: 22.06.1992
Last Lift: 28.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘END BRAKE COCK’.
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10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘TRAIN PIPE (END)’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Repair ‘TWIST LOCK’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
23.05.1990 Repair ‘STEP’.
23.05.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘AQOY 2388 E’
31.08.1990 Repair ‘SIDE SILL’.
31.08.1990 Repair ‘TWIST LOCK’.
31.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.01.1991 Repair ‘BRAKE BLOCK RB95’.
29.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.01.1991 Repair ‘COUPLER KNUCKLE’.
29.01.1991 Repair ‘EMPTY LOAD VALVE’.
29.01.1991 Repair ‘END HOSE’.
29.01.1991 Repair ‘GRADE CONTROL VALVE’.
29.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.01.1991 Repair ‘TWIST LOCK’.
29.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘HANDRAILS END’.
21.03.1991 Repair ‘TWIST LOCK’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
10.12.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2388 E’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘EMPTY LOAD VALVE’.
03.04.1992 Repair ‘GRADE CONTROL VALVE’.
03.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.
03.04.1992 Repair ‘TWIST LOCK’.

19448



2.713. Wagon classification starting with ‘RQO’

03.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE BLOCK RB95’.
25.05.1992 Repair ‘BRAKE LEVER’.
25.05.1992 Repair ‘END BOARDS’.
25.05.1992 Repair ‘END BRAKE COCK’.
25.05.1992 Repair ‘TRAIN PIPE (END)’.
25.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2388 E’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.06.1992 Repair ‘TRAIN PIPE (END)’.
16.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2388 E’
20.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1992 Repair ‘BOGIE BEARERS’.
20.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1992 Repair ‘SIDE BEARER’.
20.06.1992 Repair ‘TWIST LOCK’.
20.06.1992 Repair ‘VEHICLE COMPLETE’.
20.06.1992 Repair ‘VEHICLE RECLASSIFY’.
20.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
01.09.1992 Repair ‘STANCHION’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
17.09.1992 Repair ‘TWIST LOCK’.
17.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
03.10.1992 Repair ‘TWIST LOCK’.
03.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
10.10.1992 Repair ‘STEP’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
09.12.1992 Repair ‘VEHICLE COMPLETE’.
09.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1993 Repair ‘EMPTY LOAD VALVE’.
29.04.1993 Repair ‘GRADE CONTROL VALVE’.
29.04.1993 Repair ‘STEP’.
29.04.1993 Repair ‘TWIST LOCK’.
29.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Repair ‘TWIST LOCK’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘END HOSE’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Repair ‘VEHICLE COMPLETE’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1994 Repair ‘TRAIN PIPE (END)’.
04.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2388 E’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2388 E’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2388 E’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2388 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2388 E’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.

19450



2.713. Wagon classification starting with ‘RQO’

03.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2389

Details: wagon ‘RQOY 2389 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 29.08.1996
Last Brake Cylinder: 03.11.1988
Last Single Car Test: 05.06.1992
Last Lift: 04.11.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘TWIST LOCK’.
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01.07.1989 Repair ‘WEAR PLATES & SADDLES’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2389 N’
21.07.1989 Repair ‘HANDRAILS END’.
21.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2389 N’
24.01.1990 Repair ‘END HOSE’.
24.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2389 N’
27.06.1990 Repair ‘BRAKE BLOCK RB95’.
27.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2389 N’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

24.04.1992 Repair ‘VEHICLE COMPLETE’.
24.04.1992 Repair ‘VEHICLE STENCILS’.
24.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2389 N’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘BOGIE COMPLETE’.
02.06.1992 Repair ‘COUPLER COMPLETE’.
02.06.1992 Repair ‘COUPLER TRIGGER LEVER’.
02.06.1992 Repair ‘TRAIN PIPE’.
02.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.06.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2389 N’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BOGIE BEARERS’.
22.03.1993 Repair ‘BOGIE BEARINGS’.
22.03.1993 Repair ‘BOGIE COMPLETE’.
22.03.1993 Repair ‘END HOSE’.
22.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1993 Repair ‘SIDE BEARER’.
22.03.1993 Repair ‘STEP’.
22.03.1993 Repair ‘TOP CENTRE PLATE’.
22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1993 Repair ‘VEHICLE COMPLETE’.
22.03.1993 Repair ‘VEHICLE RECLASSIFY’.
22.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2389 N’
13.04.1993 Repair ‘TWIST LOCK’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2389 N’
25.04.1993 Repair ‘STEP’.
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25.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2389 N’

02.07.1993 Repair ‘TWIST LOCK’.
02.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2389 N’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BRAKE PULL ROD’.
13.09.1993 Repair ‘HOSE FITTINGS’.
13.09.1993 Repair ‘TRAIN PIPE’.
13.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2389 N’
23.10.1993 Repair ‘TWIST LOCK’.
23.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2389 N’
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2389 N’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘TWIST LOCK’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2389 N’
03.01.1994 Repair ‘HANDRAILS’.
03.01.1994 Repair ‘HANDRAILS END’.
03.01.1994 Repair ‘TWIST LOCK’.
03.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2389 N’
01.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2389 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2389 N’
20.08.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
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17.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2390

Details: wagon ‘RQOY 2390 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.6tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 07.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOX
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 11.10.1995
Last Brake Cylinder: 20.06.1990
Last Lift: 09.02.1984
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

21.07.1989 Repair ‘END HOSE’.
21.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2390 J’
11.08.1989 Repair ‘HANDRAILS’.
11.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2390 J’
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04.12.1989 Repair ‘END HOSE’.
04.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2390 J’
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Repair ‘TRAIN PIPE (END)’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Repair ‘TWIST LOCK’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

28.10.1991 Repair ‘BRAKE BLOCK RB95’.
28.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
21.03.1992 Repair ‘TWIST LOCK’.
21.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
27.07.1992 Repair ‘VEHICLE COMPLETE’.
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
06.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1992 Repair ‘BOGIE BEARERS’.
06.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1992 Repair ‘SIDE BEARER’.
06.08.1992 Repair ‘VEHICLE RECLASSIFY’.
06.08.1992 Repair ‘VEHICLE STENCILS’.
06.08.1992 Repair ‘WHEEL SET’.
06.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
21.08.1992 Repair ‘TWIST LOCK’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
06.05.1993 Repair ‘BOGIE SPRING’.
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06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQOY 2390 J’

26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
08.06.1993 Repair ‘HANDRAILS’.
08.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
10.06.1993 Repair ‘BOGIE SPRING’.
10.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
14.07.1993 Repair ‘TWIST LOCK’.
14.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Repair ‘EMPTY LOAD VALVE’.
13.08.1993 Repair ‘GRADE CONTROL VALVE’.
13.08.1993 Repair ‘TWIST LOCK’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
06.10.1993 Repair ‘END HOSE’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2390 J’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2390 J’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
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24.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.10.1995 Repair ‘VEHICLE COMPLETE’.

RQOY 2391

24.08.1995 Reclassified from wagon ‘RQOY 2391 M’ to ’ wagon ‘RQXY 2391 Q’.

RQOY 2393

Details: wagon ‘RQOY 2393 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 07.10.1971
Operating System: AN
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Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 11.07.1996
Last Brake Cylinder: 11.09.1993
Last Single Car Test: 27.06.1991
Last Lift: 10.04.1985
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Repair ‘BRAKE PULL ROD’.
26.08.1989 Repair ‘COUPLER COMPLETE’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.08.1989 Repair ‘EMPTY LOAD VALVE’.
26.08.1989 Repair ‘END BRAKE COCK’.
26.08.1989 Repair ‘GRADE CONTROL VALVE’.
26.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1989 Repair ‘TRAIN PIPE (END)’.
26.08.1989 Repair ‘TWIST LOCK’.
26.08.1989 Repair ‘TWIST LOCK’.
26.08.1989 Repair ‘TWIST LOCK’.
26.08.1989 Repair ‘VEHICLE COMPLETE’.
26.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
30.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2393 N’
01.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2393 N’
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
16.01.1990 Repair ‘HANDRAILS’.
16.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2393 N’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘BRANCH PIPE’.
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25.06.1991 Repair ‘HANDRAILS END’.
25.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1991 Repair ‘TRAIN PIPE (END)’.
25.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2393 N’
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘VEHICLE COMPLETE’.
02.07.1991 Repair ‘VEHICLE STENCILS’.
02.07.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2393 N’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

05.08.1991 Repair ‘END BRAKE COCK’.
05.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2393 N’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Repair ‘TWIST LOCK’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
09.11.1991 Repair ‘HANDRAILS END’.
09.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2393 N’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
21.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1992 Repair ‘BOGIE BEARINGS’.
21.11.1992 Repair ‘BOGIE COMPLETE’.
21.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.11.1992 Repair ‘END BRAKE COCK’.
21.11.1992 Repair ‘SIDE BEARER’.
21.11.1992 Repair ‘TRAIN PIPE (END)’.
21.11.1992 Repair ‘TWIST LOCK’.
21.11.1992 Repair ‘VEHICLE COMPLETE’.
21.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
21.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
10.12.1992 Repair ‘TWIST LOCK’.
10.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
06.01.1993 Repair ‘TWIST LOCK’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.02.1993 Repair ‘BRAKE BLOCK RB95’.
10.02.1993 Repair ‘BRAKE LEVER’.
10.02.1993 Repair ‘EMPTY LOAD VALVE’.
10.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1993 Repair ‘TWIST LOCK’.
10.02.1993 Repair ‘VEHICLE COMPLETE’.
10.02.1993 Repair ‘WHEEL SET’.
10.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
15.02.1993 Repair ‘TWIST LOCK’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
30.07.1993 Repair ‘TWIST LOCK’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.09.1993 Repair ‘VEHICLE COMPLETE’.
11.09.1993 Repair ‘VEHICLE STENCILS’.
11.09.1993 Repair ‘WHEEL SET’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
08.12.1993 Repair ‘BOGIE SIDEFRAME’.
08.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
05.01.1994 Repair ‘TWIST LOCK’.
05.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘EMPTY LOAD VALVE’.
27.01.1994 Repair ‘GRADE CONTROL VALVE’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.
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(NRC025)’. New class: ‘RQOY’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
22.05.1994 Repair ‘VEHICLE COMPLETE’.
22.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2393 N’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2393 N’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2395

Details: wagon ‘RQOY 2395 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Diagram Book Page No.: NS 166
Date Built: 28.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 13.06.1996
Due Triple Valve: 14.07.1988
Last Brake Cylinder: 03.10.1988
Last Single Car Test: 11.05.1992
Last Lift: 10.11.1980
Cont Connector Type:] P
Cont Max Slots: 3

25.01.1990 Repair ‘END HOSE’.
25.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2395 X’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘STANCHION’.
16.03.1990 Repair ‘TWIST LOCK’.
16.03.1990 Repair ‘TWIST LOCK’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
16.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘STEP’.
09.10.1990 Repair ‘TRAIN PIPE (END)’.
09.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2395 X’
12.11.1990 Repair ‘STEP’.
12.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2395 X’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
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07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1992 Repair ‘HANDRAILS END’.
07.05.1992 Repair ‘SIDE BEARER’.
07.05.1992 Repair ‘STEP’.
07.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2395 X’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BEARERS’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘GRADE CONTROL VALVE’.
03.08.1992 Repair ‘SIDE BEARER’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘TWIST LOCK’.
03.08.1992 Repair ‘VEHICLE RECLASSIFY’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1992 Repair ‘BRAKE PULL ROD’.
12.10.1992 Repair ‘COUPLER KNUCKLE’.
12.10.1992 Repair ‘EMPTY LOAD VALVE’.
12.10.1992 Repair ‘GRADE CONTROL VALVE’.
12.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘EMPTY LOAD VALVE’.
08.03.1993 Repair ‘GRADE CONTROL VALVE’.
08.03.1993 Repair ‘TWIST LOCK’.
08.03.1993 Repair ‘WHEEL SET’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘WHEEL SET’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
27.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2395 X’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon
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‘AQOY 2395 X’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Repair ‘TWIST LOCK’.
04.01.1994 Repair ‘WHEEL SET’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2395 X’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2395 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2395 X’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

06.10.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2396

07.09.1995 Reclassified from wagon ‘RQOY 2396 L’ to ’ wagon ‘RQXY 2396 P’.

RQOY 2397

Details: wagon ‘RQOY 2397 U’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD CI
Return to Service Date: 29.08.1996
Due Triple Valve: 28.07.1994
Last Brake Cylinder: 17.02.1988
Last Single Car Test: 15.08.1988
Last Lift: 12.02.1975
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2397 D’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE BEARINGS’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.09.1989 Repair ‘BRAKE LEVER’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘EMPTY LOAD VALVE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘STANCHION’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘TWIST LOCK’.
28.09.1989 Repair ‘VEHICLE RETARE’.
28.09.1989 Repair ‘YOKE COMPLETE’.
28.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Repair ‘TWIST LOCK’.
13.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
24.05.1990 Repair ‘END HOSE’.
24.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘COUPLER KNUCKLE’.
23.10.1990 Repair ‘EMPTY LOAD VALVE’.
23.10.1990 Repair ‘GRADE CONTROL VALVE’.
23.10.1990 Repair ‘TRAIN PIPE (END)’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Repair ‘TWIST LOCK’.
23.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

25.11.1991 Repair ‘STEP’.
25.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2397 D’
05.02.1992 Repair ‘TWIST LOCK’.
05.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BEARERS’.
21.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.05.1992 Repair ‘COUPLER KNUCKLE’.
21.05.1992 Repair ‘EMPTY LOAD VALVE’.
21.05.1992 Repair ‘GRADE CONTROL VALVE’.
21.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Repair ‘TWIST LOCK’.
01.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
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16.07.1992 Repair ‘TWIST LOCK’.
16.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
31.08.1992 Repair ‘TWIST LOCK’.
31.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BRAKE LEVER’.
27.11.1992 Repair ‘BRAKE PULL ROD’.
27.11.1992 Repair ‘COUPLER KNUCKLE’.
27.11.1992 Repair ‘EMPTY LOAD VALVE’.
27.11.1992 Repair ‘GRADE CONTROL VALVE’.
27.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1992 Repair ‘TWIST LOCK’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BRAKE PULL ROD’.
05.02.1993 Repair ‘HOSE FITTINGS’.
05.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2397 D’
26.02.1993 Repair ‘TWIST LOCK’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘COUPLER COMPLETE’.
29.03.1993 Repair ‘EMPTY LOAD VALVE’.
29.03.1993 Repair ‘GRADE CONTROL VALVE’.
29.03.1993 Repair ‘TRAIN PIPE (END)’.
29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘COUPLER KNUCKLE’.
16.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.04.1993 Repair ‘TWIST LOCK’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
16.06.1993 Repair ‘TWIST LOCK’.
16.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1993 Repair ‘BRAKE LEVER’.
28.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
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28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
30.08.1993 Repair ‘STEP’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
16.11.1993 Repair ‘END HOSE’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE BLOCK RB95’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘EMPTY LOAD VALVE’.
19.11.1993 Repair ‘GRADE CONTROL VALVE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
20.12.1993 Repair ‘HITCH COMPLETE’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
20.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
24.12.1993 Repair ‘TWIST LOCK’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
15.01.1994 Repair ‘TWIST LOCK’.
15.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2397 D’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2397 D’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.
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23.06.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

25.09.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2398

31.08.1995 Reclassified from wagon ‘RQOY 2398 G’ to ’ wagon ‘RQXY 2398 K’.

RQOY 2399

Details: wagon ‘RQOY 2399 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 07.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC HS CM CN AD CI
Return to Service Date: 28.06.1996
Last Brake Cylinder: 30.03.1993
Last Single Car Test: 19.01.1993
Last Lift: 27.05.1986
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.04.1990 Repair ‘HANDRAILS END’.
14.04.1990 Repair ‘STEP’.
14.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2399 V’
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07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Repair ‘TWIST LOCK’.
07.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BOGIE BEARERS’.
21.05.1992 Repair ‘SIDE BEARER’.
21.05.1992 Repair ‘STANCHION’.
21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Repair ‘VEHICLE RETARE’.
21.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2399 V’
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2399 V’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
24.08.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
24.08.1992 Repair ‘BOGIE BEARINGS’.
24.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2399 V’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2399 V’
12.10.1992 Repair ‘TWIST LOCK’.
12.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘TOP CENTRE PLATE’.
13.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQOY 2399 V’
19.02.1993 Repair ‘TWIST LOCK’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘STEP’.
23.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2399 V’
08.03.1993 Repair ‘STEP’.
08.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.03.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘BRANCH PIPE’.
30.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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30.03.1993 Repair ‘COUPLER KNUCKLE’.
30.03.1993 Repair ‘EMPTY LOAD VALVE’.
30.03.1993 Repair ‘GRADE CONTROL VALVE’.
30.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘TWIST LOCK’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2399 V’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2399 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
15.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2399 V’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

20.10.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Repair ‘VEHICLE COMPLETE’.
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05.04.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
26.05.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2401

Details: wagon ‘RQOY 2401 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 25.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC AD CM CN CI
Return to Service Date: 06.08.1996
Last Brake Cylinder: 17.03.1993
Last Lift: 09.09.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘END HOSE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘STANCHION’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘VEHICLE RETARE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
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01.09.1989 Repair ‘HANDRAILS’.
01.09.1989 Repair ‘HANDRAILS END’.
01.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2401 W’
17.12.1989 Repair ‘END BRAKE COCK’.
17.12.1989 Repair ‘END HOSE’.
17.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2401 W’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘COUPLER KNUCKLE’.
30.01.1990 Repair ‘EMPTY LOAD VALVE’.
30.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Repair ‘TWIST LOCK’.
30.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
06.04.1990 Repair ‘END BRAKE COCK’.
06.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2401 W’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘TWIST LOCK’.
07.02.1991 Repair ‘VEHICLE COMPLETE’.
07.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
25.10.1991 Repair ‘HANDRAILS END’.
25.10.1991 Repair ‘STEP’.
25.10.1991 Repair ‘TWIST LOCK’.
25.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BEARERS’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘SIDE BEARER’.
26.05.1992 Repair ‘TWIST LOCK’.
26.05.1992 Repair ‘VEHICLE RECLASSIFY’.
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26.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
25.06.1992 Repair ‘HANDRAILS’.
25.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2401 W’
21.07.1992 Alteration ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON ‘AQOX’

AND ‘AQOY’ WAGONS. (RS4715)’.
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE BLOCK RB95’.
12.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
12.08.1992 Repair ‘COUPLER KNUCKLE’.
12.08.1992 Repair ‘EMPTY LOAD VALVE’.
12.08.1992 Repair ‘GRADE CONTROL VALVE’.
12.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Repair ‘TWIST LOCK’.
12.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
23.11.1992 Repair ‘TWIST LOCK’.
23.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2401 W’
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘TRAIN PIPE (END)’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2401 W’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1993 Repair ‘COUPLER KNUCKLE’.
09.02.1993 Repair ‘EMPTY LOAD VALVE’.
09.02.1993 Repair ‘GRADE CONTROL VALVE’.
09.02.1993 Repair ‘TWIST LOCK’.
09.02.1993 Repair ‘TWIST LOCK’.
09.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘END HOSE’.
17.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
01.05.1993 Repair ‘STEP’.
01.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2401 W’
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BRANCH PIPE’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1993 Repair ‘YOKE COMPLETE’.
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19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
09.10.1993 Repair ‘TWIST LOCK’.
09.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2401 W’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2401 W’
10.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1994 Repair ‘TWIST LOCK’.
10.01.1994 Repair ‘VEHICLE COMPLETE’.
10.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
29.01.1994 Repair ‘TWIST LOCK’.
29.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2401 W’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2401 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2401 W’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

29.12.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2402

Details: wagon ‘RQOY 2402 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 22.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Fleet Grp Code: WR CM CN UI AD CI
Return to Service Date: 07.04.1996
Due Triple Valve: 28.04.1988
Last Brake Cylinder: 08.07.1993
Last Single Car Test: 04.05.1992
Last Lift: 04.09.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

13.07.1989 Repair ‘TWIST LOCK’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2402 X’
18.01.1990 Repair ‘STEP’.
18.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2402 X’
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘END HOSE’.
17.04.1990 Repair ‘HANDRAILS END’.
17.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.04.1990 Repair ‘TWIST LOCK’.
17.04.1990 Repair ‘VEHICLE STENCILS’.
17.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2402 X’
01.09.1990 Repair ‘STEP’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2402 X’
04.02.1991 Repair ‘END BRAKE COCK’.
04.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2402 X’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘TWIST LOCK’.
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21.05.1991 Repair ‘TWIST LOCK’.
21.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2402 X’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

07.10.1991 Repair ‘END HOSE’.
07.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2402 X’
02.11.1991 Repair ‘HANDRAILS’.
02.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2402 X’
08.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
08.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2402 X’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.04.1992 Repair ‘SIDE SILL’.
29.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2402 X’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
06.08.1992 Repair ‘HANDRAILS END’.
06.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2402 X’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘END HOSE’.
08.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.06.1993 Repair ‘TRAIN PIPE’.
08.06.1993 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQOY 2402 X’
28.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2402 X’
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘SHUNT PAD’.
08.07.1993 Repair ‘SHUNT PAD’.
08.07.1993 Repair ‘VEHICLE RECLASSIFY’.
08.07.1993 Repair ‘VEHICLE STENCILS’.
08.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2402 X’
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2402 X’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2402 X’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘HANDRAILS END’.
13.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘WHEEL SET’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2402 X’
19.12.1993 Repair ‘TWIST LOCK’.
19.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2402 X’
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2402 X’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2402 X’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2402 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2402 X’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

07.04.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2403

Details: wagon ‘RQOY 2403 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: NS 165
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FXQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN UI AD CI
Return to Service Date: 05.07.1996
Due Triple Valve: 01.03.1988
Last Triple Valve: 13.06.1989
Last Brake Cylinder: 21.01.1991
Last Single Car Test: 16.02.1993
Last Lift: 04.03.1983
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.07.1989 Repair ‘HANDRAILS END’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2403 R’
11.09.1989 Repair ‘STEP’.
11.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2403 R’
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.06.1990 Repair ‘BRAKE BLOCK RB95’.
13.06.1990 Repair ‘BRAKE PULL ROD’.
13.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1990 Repair ‘TRAIN PIPE (END)’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2403 R’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘HANDRAILS END’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
20.07.1990 Repair ‘HANDRAILS’.
20.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2403 R’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘END BRAKE COCK’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
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21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
05.04.1991 Repair ‘HANDRAILS’.
05.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2403 R’
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘TWIST LOCK’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
03.11.1991 Repair ‘HANDRAILS’.
03.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2403 R’
06.05.1992 Repair ‘STEP’.
06.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQOY 2403 R’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
11.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.02.1993 Repair ‘DRAFT GEAR POCKET’.
11.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.02.1993 Repair ‘END HOSE’.
11.02.1993 Repair ‘HANDRAILS’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘SIDE SHEET’.
11.02.1993 Repair ‘STEP’.
11.02.1993 Repair ‘TRAIN PIPE (END)’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘YOKE CARRIER’.
11.02.1993 Repair ‘YOKE COMPLETE’.
11.02.1993 Repair ‘YOKE FOLLOWER’.
11.02.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQOY 2403 R’
20.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1993 Repair ‘BOGIE BEARERS’.
20.02.1993 Repair ‘BOGIE COMPLETE’.
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20.02.1993 Repair ‘COUPLER KNUCKLE’.
20.02.1993 Repair ‘EMPTY LOAD VALVE’.
20.02.1993 Repair ‘GRADE CONTROL VALVE’.
20.02.1993 Repair ‘TWIST LOCK’.
20.02.1993 Repair ‘VEHICLE RECLASSIFY’.
20.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2403 R’
30.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1993 Repair ‘EMPTY LOAD VALVE’.
30.08.1993 Repair ‘TRAIN PIPE (END)’.
30.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQOY 2403 R’
22.11.1993 Repair ‘TWIST LOCK’.
22.11.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQOY 2403 R’
02.12.1993 Repair ‘TWIST LOCK’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2403 R’
13.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1993 Repair ‘COUPLER KNUCKLE’.
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Repair ‘GRADE CONTROL VALVE’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2403 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2403 R’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

23.12.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2404

Details: wagon ‘RQOY 2404 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 29.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 09.04.1996
Last Triple Valve: 05.05.1988
Last Brake Cylinder: 06.06.1991
Last Single Car Test: 05.05.1988
Last Lift: 30.10.1973
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

10.06.1990 Repair ‘STEP’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2404 D’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘EMPTY LOAD VALVE’.
06.06.1991 Repair ‘GRADE CONTROL VALVE’.
06.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘EMPTY LOAD VALVE’.
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20.11.1991 Repair ‘END HOSE’.
20.11.1991 Repair ‘GRADE CONTROL VALVE’.
20.11.1991 Repair ‘TWIST LOCK’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
02.01.1992 Repair ‘HANDRAILS’.
02.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQOY 2404 D’
08.01.1992 Repair ‘END HOSE’.
08.01.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQOY 2404 D’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘COUPLER KNUCKLE’.
26.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE BEARERS’.
07.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1992 Repair ‘SIDE BEARER’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘TWIST LOCK’.
07.09.1992 Repair ‘VEHICLE COMPLETE’.
07.09.1992 Repair ‘VEHICLE RECLASSIFY’.
07.09.1992 Repair ‘VEHICLE STENCILS’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BEARINGS’.
16.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1992 Repair ‘BRAKE LEVER’.
16.10.1992 Repair ‘BRAKE PULL ROD’.
16.10.1992 Repair ‘COUPLER KNUCKLE’.
16.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Repair ‘VEHICLE COMPLETE’.
16.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘DRAFT GEAR POCKET’.
26.01.1993 Repair ‘EMPTY LOAD VALVE’.
26.01.1993 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Repair ‘TWIST LOCK’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
05.03.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
17.03.1993 Repair ‘VEHICLE COMPLETE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
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15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQOY 2404 D’

09.09.1993 Repair ‘BOGIE COMPLETE’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQOY 2404 D’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘WEAR PLATES & SADDLES’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQOY 2404 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘AQOY 2404 D’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Alteration ‘FIT AND MODIFY TWISTLOCKS TO IBC CONVERSION AS PER

,DWG‘S W1-506 W1-507; W1-521 WAGONS RQOX; RQOY; RQKY.—(ALL
WAGONS ) PT AUGUSTA TO ARRANGE (RS4924)’.

09.04.1996 Repair ‘VEHICLE COMPLETE’.

RQOY 2405

09.05.1995 Reclassified from wagon ‘RQOY 2405 G’ to ’ wagon ‘RQXY 2405 K’.
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2.714 Wagon classification starting with ‘RQP’

RQPW 60031

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 60031 D’
28.06.1994 Reclassified from wagon ‘RQPW 60031 C’ to ’ wagon ‘RQJW 60031 H’.

RQPW 60050

Details: wagon ‘RQPW 60050 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 1/NQMW60050T
BSG Code: NSQZ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 22.04.1996
Cont Connector Type:] P
Cont Max Slots: 4

29.03.1994 Repair ‘VEHICLE RECLASSIFY’.
29.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60050 T’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60052

Details: wagon ‘RQPW 60052 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX RQDF 60052 P
BSG Code: NSQZ

Capacity of 51 tonnes

Fleet Grp Code: AD RC CN
Return to Service Date: 30.06.1994
Cont Connector Type:] P
Cont Max Slots: 4

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60052 P’

RQPW 60053

Details: wagon ‘RQPW 60053 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60053A
BSG Code: NSQZ

Capacity of 51 tonnes

Fleet Grp Code: WR AD RC CN
Return to Service Date: 06.08.1990
Cont Connector Type:] P
Cont Max Slots: 4

14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60053 A’

RQPW 60054

Details: wagon ‘RQPW 60054 W’ in AN ‘Mainland Division’.
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2.714. Wagon classification starting with ‘RQP’

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60054 J; EX RQDW 60054 J
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RC CN
Return to Service Date: 19.04.1996
Cont Connector Type:] P
Cont Max Slots: 4

02.09.1994 Repair ‘VEHICLE RECLASSIFY’.
02.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60054 J’
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60055

Details: wagon ‘RQPW 60055 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 32 S; EX NQMW 60055 S
BSG Code: NSQQ

Capacity of 51 tonnes
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Fleet Grp Code: AD RZ RC CN
Return to Service Date: 17.02.1996
Cont Connector Type:] P
Cont Max Slots: 4

26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60055 S’
14.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60056

Details: wagon ‘RQPW 60056 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: AD RZ RC CN
Return to Service Date: 09.02.1996
Cont Connector Type:] P
Cont Max Slots: 4

07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60056 E’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
14.05.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60057

Details: wagon ‘RQPW 60057 D’ in AN ‘Mainland Division’.

19488



2.714. Wagon classification starting with ‘RQP’

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 34; EX NQMW 60057N
BSG Code: NXQQ

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC CN
Return to Service Date: 28.04.1995
Cont Connector Type:] P
Cont Max Slots: 4

14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60057 N’
28.04.1995 Repair ‘VEHICLE COMPLETE’.

RQPW 60058

Details: wagon ‘RQPW 60058 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQDW 60058 W
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 15.03.1996
Cont Connector Type:] P
Cont Max Slots: 4
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12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60058 W’
14.09.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60060

Details: wagon ‘RQPW 60060 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 38/NQMW60060/RQDF60060
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: AD RZ RC CN
Return to Service Date: 09.03.1996
Cont Connector Type:] P
Cont Max Slots: 4

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60060 F’
09.03.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60062

Details: wagon ‘RQPW 60062 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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2.714. Wagon classification starting with ‘RQP’

Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQDW 60062 W / RQDF 60062 A
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 04.05.1989
Cont Connector Type:] P
Cont Max Slots: 4

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60062 A’

RQPW 60064

Details: wagon ‘RQPW 60064 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.12.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 44/NQMW60064R
BSG Code: NXQQ

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC CN
Return to Service Date: 21.08.1994
Cont Connector Type:] P
Cont Max Slots: 4

02.04.1994 Repair ‘VEHICLE RECLASSIFY’.
02.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60064 R’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
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RQPW 60065

Details: wagon ‘RQPW 60065 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 45; EX NQMW 60065D
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 19.11.1994
Cont Connector Type:] P
Cont Max Slots: 4

14.03.1994 Repair ‘VEHICLE RECLASSIFY’.
14.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60065 D’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.

RQPW 60066

Details: wagon ‘RQPW 60066 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW46/NQMW60066M/RQDW60066M/RQDF6006
BSG Code: NXQQ

19492



2.714. Wagon classification starting with ‘RQP’

Capacity of 51 tonnes

Fleet Grp Code: AD RZ RC CN
Return to Service Date: 14.09.1995
Cont Connector Type:] P
Cont Max Slots: 4

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60066 N’
14.09.1995 Repair ‘VEHICLE COMPLETE’.

RQPW 60067

Details: wagon ‘RQPW 60067 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 47; EX NQMW 60067 V
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 29.12.1994
Cont Connector Type:] P
Cont Max Slots: 4

05.05.1994 Repair ‘VEHICLE RECLASSIFY’.
05.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60067 V’
29.12.1994 Repair ‘VEHICLE COMPLETE’.

RQPW 60068

Details: wagon ‘RQPW 60068 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 48/NQMW60068H
BSG Code: NSQZ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 09.09.1994
Cont Connector Type:] P
Cont Max Slots: 4

29.03.1994 Repair ‘VEHICLE RECLASSIFY’.
29.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60068 H’
09.09.1994 Repair ‘VEHICLE COMPLETE’.

RQPW 60069

Details: wagon ‘RQPW 60069 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60069 Q
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 26.09.1995
Cont Connector Type:] P
Cont Max Slots: 4

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60069 Q’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
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RQPW 60070

Details: wagon ‘RQPW 60070 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQPW 60070 C
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 06.05.1996
Cont Connector Type:] P
Cont Max Slots: 4

09.04.1994 Repair ‘VEHICLE RECLASSIFY’.
09.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60070 M’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE RECLASSIFY’.
01.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60070 M’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQDW 60070 M’
12.09.1995 Alteration ‘REPLACE FRICTION WEDGE SPRINGS ON ‘ALL’ RQDW‘(EX

VQDW)WAGONS AT PRESENT ON STANDARD GAUGE ONLY,FITTED
WITHAALIGNED BOGIES THE SPRINGS ARE‘ORANGE’ AND ARE ‘RC293 /
RC294 ‘NOTE‘WORK FOR NRC’ TOTAL AT PRESENT NINE WAGONS (RS4921)’.

27.09.1995 Alteration ‘FIT AND MODIFY TWIST LOCKS TO ‘IBC’ CONVERSION AS
PER DWG W1-509 TO ALL ‘RQDW & RQNW ‘WAGONS AS
PER‘NRC‘INSTRUCTIONS PT AUGUSTA WORKSHOP MANAGER TO ARRANGE.
‘NOTE’ DRW.W1-509 IS SUPERCEDED BYDRW. NO. W1-523 18:12:1995
(RS4923)’.

06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Issued at location ‘One spot’ with a previous code of wagon

‘RQDW 60070 M’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60070 M’
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RQPW 60071

Details: wagon ‘RQPW 60071 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 51. EX NQMW 60071V
BSG Code: NXQQ

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC CN
Return to Service Date: 19.05.1994
Cont Connector Type:] P
Cont Max Slots: 4

18.03.1994 Repair ‘VEHICLE RECLASSIFY’.
18.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60071 V’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.

RQPW 60072

Details: wagon ‘RQPW 60072 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW 57 NQMW60072
BSG Code: NXQQ
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Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 29.08.1996
Cont Connector Type:] P
Cont Max Slots: 4

12.08.1994 Repair ‘VEHICLE RECLASSIFY’.
12.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60072 H’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60074

Details: wagon ‘RQPW 60074 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60074 C / RQDW 60074 C
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RC CN
Return to Service Date: 19.11.1994
Cont Connector Type:] P
Cont Max Slots: 4

26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60074 C’
19.11.1994 Repair ‘VEHICLE COMPLETE’.

RQPW 60076

Details: wagon ‘RQPW 60076 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX VQDW68/NQMW60076/RQDW60076U
BSG Code: NXQQ

Capacity of 51 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CN
Return to Service Date: 20.07.1995
Cont Connector Type:] P
Cont Max Slots: 4

06.06.1995 Repair ‘VEHICLE RECLASSIFY’.
06.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 60076 U’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.

RQPW 60077

Details: wagon ‘RQPW 60077 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQMW 60077 G
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: AD RZ RC CN
Return to Service Date: 14.03.1996
Cont Connector Type:] P
Cont Max Slots: 4
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26.03.1994 Repair ‘VEHICLE RECLASSIFY’.
26.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQMW 60077 G’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RQPW 60078

Details: wagon ‘RQPW 60078 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQDF 60078 Q
BSG Code: NXQQ

Capacity of 51 tonnes

Fleet Grp Code: RZ AD RC CN
Return to Service Date: 29.12.1988
Cont Connector Type:] P
Cont Max Slots: 4

21.02.1995 Repair ‘VEHICLE RECLASSIFY’.
21.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 60078 Q’

2.715 Wagon classification starting with ‘RQQ’

RQQY 7003

Details: wagon ‘RQQY 7003 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S

19499



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 23.08.1994
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX REQY 7003S
BSG Code: FSQQ

Capacity of 184 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 30.01.1996
Cont Connector Type:] P
Cont Max Slots: 10

27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘REQY 7003 S’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘REQY 7003 S’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘REQY 7003 S’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘REQY 7003 S’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘REQY 7003 S’
30.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘REQY 7003 S’
09.05.1995 Alteration ‘REMOVE CRACKED SECTION OF CENTRE SILL WEB, BOTH

SIDES. INSERT DIAPHRAM INTO REMAINING CENTRE SILL. FABRICATE 2
NEW CENTRE SILL END REPLACE- MENTS WITH 2 DIAPHRAMSWELDED
BETWEEN. INSERT REPLACEMENT AND WELD. INSPECT WELD PRIOR TO
PAINTING. REPAINT AS NECESSARY. REQY7003 (RS4895)’.

20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘REQY 7003 S’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘REQY 7003 S’
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘REQY 7003 S’
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘REQY 7003 S’

RQQY 7067

Details: wagon ‘RQQY 7067 L’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

16.11.1995 Repair ‘VEHICLE COMPLETE’.

RQQY 7068

Details: wagon ‘RQQY 7068 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7069

Details: wagon ‘RQQY 7069 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C

19501



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7070

Details: wagon ‘RQQY 7070 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7071

Details: wagon ‘RQQY 7071 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7072

Details: wagon ‘RQQY 7072 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7073

Details: wagon ‘RQQY 7073 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
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Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7074

Details: wagon ‘RQQY 7074 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7075

Details: wagon ‘RQQY 7075 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ
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Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7076

Details: wagon ‘RQQY 7076 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7077

Details: wagon ‘RQQY 7077 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7078

Details: wagon ‘RQQY 7078 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7079

Details: wagon ‘RQQY 7079 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Return to Service Date: 26.11.1995
Cont Connector Type:] I
Cont Max Slots: 10

19506



2.715. Wagon classification starting with ‘RQQ’

20.11.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.

RQQY 7080

Details: wagon ‘RQQY 7080 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7081

Details: wagon ‘RQQY 7081 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10
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RQQY 7082

Details: wagon ‘RQQY 7082 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Cont Connector Type:] I
Cont Max Slots: 10

RQQY 7083

Details: wagon ‘RQQY 7083 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 77m
Tare Weight: 56tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 05.07.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 196 tonnes

Fleet Grp Code: AD
Cont Connector Type:] I
Cont Max Slots: 10

2.716 Wagon classification starting with ‘RQR’

RQRF 60080

Details: wagon ‘RQRF 60080 R’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60080 A EX RQRX 60080 U
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 04.05.1989
Last Single Car Test: 09.05.1989
Cont Connector Type:] P
Cont Max Slots: 3

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60080 U’

RQRF 60088

Details: wagon ‘RQRF 60088 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60088 D EX RQRX 60088 A
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 02.01.1991
Cont Connector Type:] P
Cont Max Slots: 3

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQRX 60088 A’

RQRF 60170

Details: wagon ‘RQRF 60170 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQRF 60170 QEX NQEX 60170 W
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 18.04.1990
Cont Connector Type:] P
Cont Max Slots: 3

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60170 T’

RQRF 60185

Details: wagon ‘RQRF 60185 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60185 G EX RQRX 60185 D
BSG Code: NXQQ
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Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 22.06.1996
Cont Connector Type:] P
Cont Max Slots: 3

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60185 D’
25.08.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.

RQRF 60214

Details: wagon ‘RQRF 60214 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX RQRX 60214 Y —–EX NQEX 60214 R
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 14.08.1996
Cont Connector Type:] P
Cont Max Slots: 3

11.05.1995 Repair ‘VEHICLE RECLASSIFY’.
11.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQRX 60214 Y’
10.03.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60080

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60080 A’
11.05.1995 Reclassified from wagon ‘RQRX 60080 U’ to ’ wagon ‘RQRF 60080 R’.
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2. TIMS GROUP INFORMATION - WAGONS

RQRX 60081

Details: wagon ‘RQRX 60081 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60081 J
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 03.02.1995
Last Lift: 20.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60081 J’
03.02.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60082

Details: wagon ‘RQRX 60082 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQDX 21728/ NQEX 60082 S
BSG Code: NSQQ

Capacity of 53 tonnes
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Fleet Grp Code: AD RZ RB CN
Return to Service Date: 23.02.1996
Cont Connector Type:] P
Cont Max Slots: 3

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60082 S’
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60083

Details: wagon ‘RQRX 60083 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21005–EX NQEX 60083 E
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 21.12.1990
Cont Connector Type:] P
Cont Max Slots: 3

18.01.1996 Repair ‘VEHICLE RECLASSIFY’.
18.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60083 E’

RQRX 60084

Details: wagon ‘RQRX 60084 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60084 N
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 06.09.1996
Cont Connector Type:] P
Cont Max Slots: 3

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60084 N’
12.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60085

Details: wagon ‘RQRX 60085 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQDX 21008—-EX NQEX 60085 W
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 27.10.1989
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQEX 60085 W’

RQRX 60086

Details: wagon ‘RQRX 60086 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEF 21010/ NQEX 60086 X
BSG Code: NSQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 05.05.1987
Cont Connector Type:] P
Cont Max Slots: 3

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60086 X’

RQRX 60088

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60088 D’
11.05.1995 Reclassified from wagon ‘RQRX 60088 A’ to ’ wagon ‘RQRF 60088 U’.

RQRX 60089

Details: wagon ‘RQRX 60089 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21013—EX NQEX 60089 M
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 10.08.1992
Cont Connector Type:] P
Cont Max Slots: 3

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60089 M’

RQRX 60090

Details: wagon ‘RQRX 60090 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60090 X
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 22.06.1996
Cont Connector Type:] P
Cont Max Slots: 3

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60090 X’
21.08.1995 Repair ‘VEHICLE COMPLETE’.
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25.08.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60091

Details: wagon ‘RQRX 60091 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX(BCX)21015/NQEX60091R
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD
Return to Service Date: 12.06.1995
Cont Connector Type:] P
Cont Max Slots: 3

03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60091 R’
04.03.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60092

Details: wagon ‘RQRX 60092 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60092 D
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 25.03.1996
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60092 D’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60093

Details: wagon ‘RQRX 60093 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21017 / NQEX 60093 J
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 06.07.1988
Last Single Car Test: 27.07.1988
Cont Connector Type:] P
Cont Max Slots: 3

12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60093 M’
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RQRX 60095

Details: wagon ‘RQRX 60095 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21019–EX NQEX 60095 H
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 06.09.1994
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60095 H’
06.09.1994 Repair ‘VEHICLE COMPLETE’.

RQRX 60096

Details: wagon ‘RQRX 60096 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60096 Q
BSG Code: NXQQ

Capacity of 53 tonnes
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Fleet Grp Code: RZ RB AD CN
Return to Service Date: 06.11.1987
Cont Connector Type:] P
Cont Max Slots: 3

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60096 Q’

RQRX 60097

Details: wagon ‘RQRX 60097 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX60097/NQEX60097C
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 27.09.1993
Cont Connector Type:] P
Cont Max Slots: 3

16.11.1995 Repair ‘VEHICLE RECLASSIFY’.
16.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60097 C’

RQRX 60099

Details: wagon ‘RQRX 60099 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60099 U
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 28.12.1995
Cont Connector Type:] P
Cont Max Slots: 3

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60099 U’
28.12.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60100

Details: wagon ‘RQRX 60100 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21705—-EX NQEX 60100 M
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: WR AD CN
Return to Service Date: 01.04.1996
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60100 M’
01.04.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60101

Details: wagon ‘RQRX 60101 S’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21706; EX NQEX 60101
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 27.04.1992
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60101 V’

RQRX 60102

Details: wagon ‘RQRX 60102 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60102 H
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 03.05.1992
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQEX 60102 H’

RQRX 60105

Details: wagon ‘RQRX 60105 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21710—–EX NQEX60105 L
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 12.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60105 L’
25.03.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60106

Details: wagon ‘RQRX 60106 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NFBX 21719 / RQRX60114
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BSG Code: NXQZ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 25.01.1989
Cont Connector Type:] P
Cont Max Slots: 3

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60114 K’

RQRX 60108

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60108 P’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Reclassified from wagon ‘RQRX 60108 M’ to ’ wagon ‘RFRX 60108 N’.

RQRX 60109

Details: wagon ‘RQRX 60109 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21714—-EX NQEX 60109 B
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 18.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60109 B’
18.07.1996 Repair ‘VEHICLE COMPLETE’.
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RQRX 60110

Details: wagon ‘RQRX 60110 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60110 U
BSG Code: NXQZ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 20.12.1988
Cont Connector Type:] P
Cont Max Slots: 3

23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60110 U’

RQRX 60111

Details: wagon ‘RQRX 60111 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60111 G
BSG Code: NXQQ

Capacity of 53 tonnes
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Fleet Grp Code: RZ RB AD CN
Return to Service Date: 11.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60111 G’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60112

Details: wagon ‘RQRX 60112 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21717
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 04.04.1996
Cont Connector Type:] P
Cont Max Slots: 3

15.12.1995 Repair ‘VEHICLE RECLASSIFY’.
15.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60112 P’
21.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60113

Details: wagon ‘RQRX 60113 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60113 B
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB
Return to Service Date: 09.03.1995
Cont Connector Type:] P
Cont Max Slots: 3

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60113 B’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60114

Details: wagon ‘RQRX 60114 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21711 / NQEX60114
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 08.08.1988
Cont Connector Type:] P
Cont Max Slots: 3
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25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60106 U’

RQRX 60115

Details: wagon ‘RQRX 60115 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60115 T
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 08.05.1991
Cont Connector Type:] P
Cont Max Slots: 3

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60115 T’

RQRX 60117

Details: wagon ‘RQRX 60117 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NSW
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQBX 21722
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB
Return to Service Date: 01.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

30.01.1995 Repair ‘VEHICLE RECLASSIFY’.
30.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60117 Y’
21.12.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60120

Details: wagon ‘RQRX 60120 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 01.08.1988
Cont Connector Type:] P
Cont Max Slots: 3

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60120 F’

19529



2. TIMS GROUP INFORMATION - WAGONS

RQRX 60123

Details: wagon ‘RQRX 60123 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21004 EX NQEX60123J
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 27.07.1990
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60123 J’

RQRX 60124

Details: wagon ‘RQRX 60124 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EN NQDX 21729; EX NQEX 60124
BSG Code: NXQQ

Capacity of 53 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 25.08.1994
Last Lift: 20.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

17.02.1995 Repair ‘VEHICLE RECLASSIFY’.
17.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60124 S’

RQRX 60125

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60125 E’

RQRX 60127

Details: wagon ‘RQRX 60127 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60127 W
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 25.10.1990
Cont Connector Type:] P
Cont Max Slots: 3

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60127 W’

RQRX 60129

Details: wagon ‘RQRX 60129 Y’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21734—–EX NQEX 60129 R
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 29.02.1996
Last Brake Cylinder: 13.02.1988
Last Single Car Test: 26.07.1989
Last Lift: 20.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60129 R’
29.02.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60131

Details: wagon ‘RQRX 60131 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQDX21736/NQEX60131W
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 04.12.1995
Cont Connector Type:] P
Cont Max Slots: 3
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06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60131 W’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60133

Details: wagon ‘RQRX 60133 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21738/NQEX 60133
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 09.08.1996
Cont Connector Type:] P
Cont Max Slots: 3

18.08.1994 Repair ‘VEHICLE RECLASSIFY’.
18.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60133 R’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60135

Details: wagon ‘RQRX 60135 J’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 01.05.1996
Cont Connector Type:] P
Cont Max Slots: 3

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60135 M’
16.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60136

Details: wagon ‘RQRX 60136 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX 21741—-EX NQEX60136 V
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 18.07.1996
Cont Connector Type:] P
Cont Max Slots: 3
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30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60136 V’
25.06.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60138

Details: wagon ‘RQRX 60138 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60138 Q
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 10.08.1996
Cont Connector Type:] P
Cont Max Slots: 3

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60138 Q’
09.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60139

Details: wagon ‘RQRX 60139 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21744
BSG Code: NSQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 23.02.1996
Cont Connector Type:] P
Cont Max Slots: 3

15.12.1995 Repair ‘VEHICLE RECLASSIFY’.
15.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60139 C’
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60141

Details: wagon ‘RQRX 60141 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21746 / NQEX 60141 H
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB
Return to Service Date: 30.06.1988
Last Single Car Test: 27.07.1988
Cont Connector Type:] P
Cont Max Slots: 3

26.05.1995 Repair ‘VEHICLE RECLASSIFY’.
26.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60141 H’

19536



2.716. Wagon classification starting with ‘RQR’

RQRX 60146

Details: wagon ‘RQRX 60146 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60146 G
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 02.08.1989
Cont Connector Type:] P
Cont Max Slots: 3

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60146 G’

RQRX 60147

Details: wagon ‘RQRX 60147 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX CBX 21752 NQEX60147P
BSG Code: NSQQ

Capacity of 53 tonnes
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Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 05.02.1990
Cont Connector Type:] P
Cont Max Slots: 3

21.03.1996 Repair ‘VEHICLE RECLASSIFY’.
21.03.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60147 P’

RQRX 60148

Details: wagon ‘RQRX 60148 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 15.02.1995
Cont Connector Type:] P
Cont Max Slots: 3

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60148 B’
15.02.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60149

Details: wagon ‘RQRX 60149 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60149 K
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 17.08.1990
Cont Connector Type:] P
Cont Max Slots: 3

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60149 K’

RQRX 60150

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60150 G’
12.07.1995 Reclassified from wagon ‘RQRX 60150 D’ to ’ wagon ‘RKXX 60150 J’.

RQRX 60151

Details: wagon ‘RQRX 60151 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX CBX 21756—–EX NQEX60151 P
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 01.10.1993
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQEX 60151 P’

RQRX 60153

Details: wagon ‘RQRX 60153 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21758 EX NQEX 60153 K
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 12.05.1990
Due Triple Valve: 07.03.1989
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60153 K’

RQRX 60154

Details: wagon ‘RQRX 60154 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ
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Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 25.02.1993
Last Triple Valve: 06.04.1990
Cont Connector Type:] P
Cont Max Slots: 3

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60154 T’

RQRX 60156

Details: wagon ‘RQRX 60156 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60156 Y
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 21.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60156 Y’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60157

Details: wagon ‘RQRX 60157 U’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60157 A
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 05.09.1996
Last Lift: 20.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60157 A’
19.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60159

Details: wagon ‘RQRX 60159 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 60159 / NQEX 60159 S
BSG Code: NXQQ

Capacity of 53 tonnes
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Fleet Grp Code: RZ RB AD CN
Return to Service Date: 01.07.1996
Cont Connector Type:] P
Cont Max Slots: 3

23.03.1995 Repair ‘VEHICLE RECLASSIFY’.
23.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60159 S’
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60160

Details: wagon ‘RQRX 60160 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21765/NQEX 60160 Y
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB
Return to Service Date: 13.02.1990
Cont Connector Type:] P
Cont Max Slots: 3

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60160 Y’

RQRX 60161

Details: wagon ‘RQRX 60161 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21766—EX NQEX 60161 A
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 11.02.1993
Last Single Car Test: 12.09.1988
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60161 A’

RQRX 60162

Details: wagon ‘RQRX 60162 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX CBX 21767——–EX NQEX 60162 J
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 15.12.1989
Last Single Car Test: 16.01.1989
Cont Connector Type:] P
Cont Max Slots: 3

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60162 J’
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RQRX 60163

Details: wagon ‘RQRX 60163 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60163 S
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 18.01.1996
Last Single Car Test: 13.10.1988
Cont Connector Type:] P
Cont Max Slots: 3

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60163 S’
18.01.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60164

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60164 E’
26.08.1995 Reclassified from wagon ‘RQRX 60164 B’ to ’ wagon ‘RFRX 60164 C’.

RQRX 60165

Details: wagon ‘RQRX 60165 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60165 N
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 02.03.1996
Cont Connector Type:] P
Cont Max Slots: 3

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60165 N’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60166

30.06.1995 Repair ‘VEHICLE RECLASSIFY’.
30.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60166 W’
26.08.1995 Reclassified from wagon ‘RQRX 60166 T’ to ’ wagon ‘RFRX 60166 U’.

RQRX 60167

Details: wagon ‘RQRX 60167 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21772/NQEX60167X
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 04.02.1995
Last Single Car Test: 28.02.1989
Cont Connector Type:] P
Cont Max Slots: 3
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23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60167 X’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60169

Details: wagon ‘RQRX 60169 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 13.01.1970
Operating System: SRA OF NSW
Intended Use: STEEL BULK
Remarks: EX NQDX60169 A
BSG Code: NXFI

Capacity of 49 tonnes

Fleet Grp Code: AD RB CN
Return to Service Date: 04.04.1996
Cont Connector Type:] S
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQDX 60169 A’
04.04.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60170

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60170 W’
11.05.1995 Reclassified from wagon ‘RQRX 60170 T’ to ’ wagon ‘RQRF 60170 Q’.

RQRX 60171

Details: wagon ‘RQRX 60171 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
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Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21776/NQEX60171X
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 29.03.1989
Cont Connector Type:] P
Cont Max Slots: 3

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60171 X’

RQRX 60172

Details: wagon ‘RQRX 60172 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21777 / NQEX60172
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 23.02.1996
Cont Connector Type:] P
Cont Max Slots: 3

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60172 R’
23.02.1996 Repair ‘VEHICLE COMPLETE’.
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RQRX 60174

Details: wagon ‘RQRX 60174 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60174 M
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 02.08.1996
Cont Connector Type:] P
Cont Max Slots: 3

09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60174 M’
28.12.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60176

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60176 H’
26.08.1995 Reclassified from wagon ‘RQRX 60176 E’ to ’ wagon ‘RFRX 60176 F’.

RQRX 60177

Details: wagon ‘RQRX 60177 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21782 V—-EX NQEX 60177 Q
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 12.12.1989
Cont Connector Type:] P
Cont Max Slots: 3

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60177 Q’

RQRX 60178

Details: wagon ‘RQRX 60178 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQDX21783/NQEX60178
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 08.03.1992
Last Brake Cylinder: 11.06.1991
Last Single Car Test: 19.04.1989
Cont Connector Type:] P
Cont Max Slots: 3

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60178 C’

RQRX 60179

Details: wagon ‘RQRX 60179 X’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60179 L
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 02.08.1996
Cont Connector Type:] P
Cont Max Slots: 3

07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60179 L’
15.10.1995 Repair ‘VEHICLE COMPLETE’.
22.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60182

21.08.1995 Repair ‘VEHICLE RECLASSIFY’.
21.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60182 C’
26.08.1995 Reclassified from wagon ‘RQRX 60182 W’ to ’ wagon ‘RFRX 60182 A’.

RQRX 60183

Details: wagon ‘RQRX 60183 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX(BBX) 21788——EX NQEX 60183 L
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 25.07.1991
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60183 L’

RQRX 60184

Details: wagon ‘RQRX 60184 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21789—-EX NQEX 60184 U
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 29.05.1992
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60184 U’

RQRX 60185

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQEX 60185 G’

11.05.1995 Reclassified from wagon ‘RQRX 60185 D’ to ’ wagon ‘RQRF 60185 A’.

RQRX 60187

Details: wagon ‘RQRX 60187 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60187 B
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 16.03.1996
Last Triple Valve: 20.09.1988
Cont Connector Type:] P
Cont Max Slots: 3

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60187 B’
16.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60189

Details: wagon ‘RQRX 60189 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQEX 60189 T
BSG Code: NXQZ

Capacity of 53 tonnes

Fleet Grp Code: RZ AD RB CN
Return to Service Date: 08.05.1991
Cont Connector Type:] P
Cont Max Slots: 3

09.06.1994 Repair ‘VEHICLE RECLASSIFY’.
09.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60189 T’

RQRX 60192

Details: wagon ‘RQRX 60192 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60192 K
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 05.02.1991
Cont Connector Type:] P
Cont Max Slots: 3

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60192 K’

RQRX 60196

Details: wagon ‘RQRX 60196 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
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Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60196 A
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 17.03.1996
Cont Connector Type:] P
Cont Max Slots: 3

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60196 A’
07.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60198

Details: wagon ‘RQRX 60198 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NFBX(BCX) 21803 / NQEX 60198 S
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD
Return to Service Date: 26.06.1996
Last Single Car Test: 18.05.1989
Cont Connector Type:] P
Cont Max Slots: 3

10.05.1995 Repair ‘VEHICLE RECLASSIFY’.
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10.05.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘NQEX 60198 S’

12.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60200

21.08.1995 Repair ‘VEHICLE RECLASSIFY’.
21.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60200 T’
26.08.1995 Reclassified from wagon ‘RQRX 60200 Q’ to ’ wagon ‘RFRX 60200 R’.

RQRX 60201

Details: wagon ‘RQRX 60201 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: NSW
Date Built: 19.12.1986
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60201 F
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 26.06.1996
Cont Connector Type:] P
Cont Max Slots: 3

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60201 F’
25.07.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQRX 60202

Details: wagon ‘RQRX 60202 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60202
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 11.10.1995
Cont Connector Type:] P
Cont Max Slots: 3

05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60202 Y’
29.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.

RQRX 60204

Details: wagon ‘RQRX 60204 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: WAS NQBX 21809—–EX 60204 J
BSG Code: NSQQ

Capacity of 53 tonnes
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Fleet Grp Code: AD RZ RB CN
Return to Service Date: 29.10.1991
Cont Connector Type:] P
Cont Max Slots: 3

30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60204 J’

RQRX 60206

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60206 E’
26.08.1995 Reclassified from wagon ‘RQRX 60206 B’ to ’ wagon ‘RKXX 60206 H’.

RQRX 60207

Details: wagon ‘RQRX 60207 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 24.07.1995
Last Single Car Test: 10.05.1989
Cont Connector Type:] P
Cont Max Slots: 3

08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60207 N’
24.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
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RQRX 60208

Details: wagon ‘RQRX 60208 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21813—-EX NQEX 60208 W
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 01.09.1989
Cont Connector Type:] P
Cont Max Slots: 3

11.11.1994 Repair ‘VEHICLE RECLASSIFY’.
11.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60208 W’

RQRX 60209

Details: wagon ‘RQRX 60209 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21814—-EX NQEX 60209 X
BSG Code: NXQQ

Capacity of 53 tonnes
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Fleet Grp Code: AD RZ RB CN
Return to Service Date: 09.03.1990
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60209 X’

RQRX 60210

Details: wagon ‘RQRX 60210 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21815 W—–EX NQEX 60210 E
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 16.03.1996
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60210 E’
21.12.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60211

Details: wagon ‘RQRX 60211 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21816/NQEX60211N
BSG Code: NXQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RB AD CN
Return to Service Date: 13.06.1996
Cont Connector Type:] P
Cont Max Slots: 3

25.10.1994 Repair ‘VEHICLE RECLASSIFY’.
25.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60211 N’
07.03.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60212

Details: wagon ‘RQRX 60212 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: WAS NQBX 21817—-EX NQEX 60212 W
BSG Code: NSQQ

Capacity of 53 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CN
Return to Service Date: 16.03.1996
Last Single Car Test: 03.12.1991
Cont Connector Type:] P
Cont Max Slots: 3

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60212 W’
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18.01.1996 Repair ‘VEHICLE COMPLETE’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60214

31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60214 R’
11.05.1995 Reclassified from wagon ‘RQRX 60214 Y’ to ’ wagon ‘RQRF 60214 L’.

RQRX 60215

Details: wagon ‘RQRX 60215 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21820 / NQEX 60215 D
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 17.03.1996
Last Lift: 20.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60215 D’
17.03.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60216

Details: wagon ‘RQRX 60216 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
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Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX 21821 / NQEX 60216 M
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 24.07.1996
Last Single Car Test: 03.04.1989
Cont Connector Type:] P
Cont Max Slots: 3

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60216 M’
24.07.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60218

Details: wagon ‘RQRX 60218 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQBX21823/NQEX60218H
BSG Code: NSQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RB RZ
Return to Service Date: 02.03.1992
Cont Connector Type:] P
Cont Max Slots: 3

14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60218 H’
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RQRX 60219

Details: wagon ‘RQRX 60219 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60219 Q
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: RZ RB AD CN
Return to Service Date: 29.05.1996
Cont Connector Type:] P
Cont Max Slots: 3

16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60219 Q’
12.01.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

RQRX 60220

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60220 M’
23.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Reclassified from wagon ‘RQRX 60220 J’ to ’ wagon ‘RFRX 60220 K’.

RQRX 60221

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60221 V’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Reclassified from wagon ‘RQRX 60221 S’ to ’ wagon ‘RFRX 60221 T’.
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RQRX 60224

Details: wagon ‘RQRX 60224 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 20.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQEX 60224 C
BSG Code: NXQQ

Capacity of 53 tonnes

Fleet Grp Code: AD RZ RB CN
Return to Service Date: 20.08.1996
Cont Connector Type:] P
Cont Max Slots: 3

16.07.1994 Repair ‘VEHICLE RECLASSIFY’.
16.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQEX 60224 C’
03.12.1995 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Repair ‘VEHICLE COMPLETE’.

2.717 Wagon classification starting with ‘RQS’

RQSY 14961

Details: wagon ‘RQSY 14961 N’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

16.12.1994 Repair ‘VEHICLE RECLASSIFY’.
16.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14961 J’
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 14962

Details: wagon ‘RQSY 14962 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY14962S
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14962 S’
23.02.1993 Repair ‘VEHICLE RECLASSIFY’.
23.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14962 S’
01.04.1994 Repair ‘VEHICLE RECLASSIFY’.
01.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14962 S’
16.06.1994 Repair ‘VEHICLE RECLASSIFY’.
16.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14962 S’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 14963

Details: wagon ‘RQSY 14963 X’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY14963P–EX RQSY 14963 X
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14963 E’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 14965

Details: wagon ‘RQSY 14965 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 14965 K. EX NQSY 14965 W
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

13.04.1994 Repair ‘VEHICLE RECLASSIFY’.
13.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14965 W’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 14974

Details: wagon ‘RQSY 14974 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 14974 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 14974 V’
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 14978

Details: wagon ‘RQSY 14978 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 14978 L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

10.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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10.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 14978 L’

24.03.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 15040

Details: wagon ‘RQSY 15040 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 15040 T
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15040 T’

RQSY 15044

Details: wagon ‘RQSY 15044 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY /NQSY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes
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24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 15044 J’

RQSY 34301

Details: wagon ‘RQSY 34301 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34301 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34301 V’

RQSY 34302

Details: wagon ‘RQSY 34302 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34302 H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes
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27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34302 H’

RQSY 34303

Details: wagon ‘RQSY 34303 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34303 E / NQSY 34303 Q
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.05.1995 Repair ‘VEHICLE RECLASSIFY’.
25.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34303 Q’
14.11.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34304

Details: wagon ‘RQSY 34304 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34304 C
BSG Code: NSQQ
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Capacity of 54 tonnes

Capacity of 55 tonnes

27.03.1995 Repair ‘VEHICLE RECLASSIFY’.
27.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34304 C’
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34305

Details: wagon ‘RQSY 34305 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34305W NQSY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34305 L’

RQSY 34307

Details: wagon ‘RQSY 34307 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQSY 34307 G
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34307 G’
10.01.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34308

Details: wagon ‘RQSY 34308 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34308 P
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34308 P’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34309

Details: wagon ‘RQSY 34309 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34309 B
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

01.11.1994 Repair ‘VEHICLE RECLASSIFY’.
01.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34309 B’
10.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34310

Details: wagon ‘RQSY 34310 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34310 U
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34310 U’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
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RQSY 34311

Details: wagon ‘RQSY 34311 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34311 R–NQSY 34311 G
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

28.11.1994 Repair ‘VEHICLE RECLASSIFY’.
28.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34311 G’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34312

Details: wagon ‘RQSY 34312 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34312D / NQSY34312
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes
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25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34312 P’
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34313

Details: wagon ‘RQSY 34313 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34313 B
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34313 B’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34314

Details: wagon ‘RQSY 34314 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34314 K
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BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34314 K’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34315

Details: wagon ‘RQSY 34315 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34315 T
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34315 T’

RQSY 34316

Details: wagon ‘RQSY 34316 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34316 Q; EX NQSY 34316 F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34316 F’

RQSY 34318

20.06.1994 Repair ‘VEHICLE RECLASSIFY’.
20.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34318 A’
05.07.1994 Reclassified from wagon ‘RQSY 34318 E’ to ’ wagon ‘RQGY 34318 Y’.

RQSY 34319

Details: wagon ‘RQSY 34319 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34319 J
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34319 J’
16.09.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 34320

Details: wagon ‘RQSY 34320 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34320 F
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34320 F’
13.02.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34323

Details: wagon ‘RQSY 34323 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34323 U——–EX NQSY 34323 J
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

12.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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12.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 34323 J’

07.12.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34324

Details: wagon ‘RQSY 34324 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34324 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34324 S’

RQSY 34325

Details: wagon ‘RQSY 34325 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34325 E
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34325 E’
13.08.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34326

Details: wagon ‘RQSY 34326 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34326 N
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34326 N’
21.06.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34327

Details: wagon ‘RQSY 34327 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34327 K / NQSY 34327 W
BSG Code: NSQQ
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Capacity of 55 tonnes

Capacity of 55 tonnes

08.09.1995 Repair ‘VEHICLE RECLASSIFY’.
08.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34327 W’
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34328

Details: wagon ‘RQSY 34328 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34328 X
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34328 X’
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34329

Details: wagon ‘RQSY 34329 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQSY 34329 R
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34329 R’

RQSY 34330

Details: wagon ‘RQSY 34330 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34330B : NQSY34330R
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34330 N’
07.01.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34331

Details: wagon ‘RQSY 34331 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34331K/NQSY34331W
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

30.11.1994 Repair ‘VEHICLE RECLASSIFY’.
30.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34331 W’

RQSY 34332

Details: wagon ‘RQSY 34332 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34332T/NQSY34332X
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34332 X’
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34333

Details: wagon ‘RQSY 34333 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34333 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34333 R’
27.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34334

Details: wagon ‘RQSY 34334 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY/NQSY 34334 D
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34334 D’
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34335

Details: wagon ‘RQSY 34335 Q’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY 34335 M
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

08.10.1994 Repair ‘VEHICLE RECLASSIFY’.
08.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34335 M’

RQSY 34336

Details: wagon ‘RQSY 34336 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34336 V
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34336 V’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 34337

Details: wagon ‘RQSY 34337 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34337 H
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34337 H’
15.12.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34339

Details: wagon ‘RQSY 34339 G’ in AN ‘Mainland Division’.

Owner: RNC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34339N—-EX NQSY 34339 C
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes
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31.08.1994 Repair ‘VEHICLE RECLASSIFY’.
31.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34339 C’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34340

Details: wagon ‘RQSY 34340 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34340 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

04.09.1994 Repair ‘VEHICLE RECLASSIFY’.
04.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34340 V’
13.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34341

Details: wagon ‘RQSY 34341 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34341 H
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34341 H’
22.07.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34342

Details: wagon ‘RQSY 34342 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34342 Q
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34342 Q’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34343

Details: wagon ‘RQSY 34343 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m

19589



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY 34343C—EX NQSY 34343 C
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34343 C’
27.10.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34344

Details: wagon ‘RQSY 34344 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34344 W—-EX NQSY 34344 L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

06.09.1994 Repair ‘VEHICLE RECLASSIFY’.
06.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34344 L’

RQSY 34345

Details: wagon ‘RQSY 34345 B’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34345 U
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34345 U’
14.09.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34346

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34346 G’
02.11.1994 Reclassified from wagon ‘RQSY 34346 K’ to ’ wagon ‘RQGY 34346 U’.

RQSY 34347

Details: wagon ‘RQSY 34347 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34347 P
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes
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15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34347 P’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34348

Details: wagon ‘RQSY 34348 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34348 B
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34348 B’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34349

Details: wagon ‘RQSY 34349 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34349 V / NQSY34349K
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34349 K’

RQSY 34350

Details: wagon ‘RQSY 34350 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34350 G
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34350 G’
25.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34352

Details: wagon ‘RQSY 34352 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34352 B
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34352 B’

RQSY 34353

Details: wagon ‘RQSY 34353 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34353 K
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34353 K’
21.12.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34354

Details: wagon ‘RQSY 34354 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1977
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34354 H / NQSY34354
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34354 T’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34355

Details: wagon ‘RQSY 34355 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34355 F’

RQSY 34356

Details: wagon ‘RQSY 34356 S’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34356 Y
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34356 Y’
12.03.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34357

Details: wagon ‘RQSY 34357 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQSY34357
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.06.1994 Repair ‘VEHICLE RECLASSIFY’.
24.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34357 A’
13.10.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
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RQSY 34358

Details: wagon ‘RQSY 34358 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34358U—-EX NQSY 34358 N
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34358 J’
04.01.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
19.01.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34359

Details: wagon ‘RQSY 34359 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34359 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes
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09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34359 S’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34360

Details: wagon ‘RQSY 34360 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34360C/NQSY34360Y
BSG Code: NSQQ

Capacity of 60 tonnes

29.12.1994 Repair ‘VEHICLE RECLASSIFY’.
29.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34360 Y’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34362

Details: wagon ‘RQSY 34362 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQSY 34362 J
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

17.12.1994 Repair ‘VEHICLE RECLASSIFY’.
17.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34362 J’
23.08.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34363

Details: wagon ‘RQSY 34363 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34363G/NQSY34363S
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34363 S’
20.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34364

Details: wagon ‘RQSY 34364 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34364P/NQSY34364E
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34364 E’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34365

Details: wagon ‘RQSY 34365 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34365 N
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34365 N’
11.09.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34366

Details: wagon ‘RQSY 34366 D’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34366 W
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34366 W’
08.01.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34367

Details: wagon ‘RQSY 34367 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34367 X
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34367 X’
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RQSY 34368

Details: wagon ‘RQSY 34368 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34368F
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34368 R’
18.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34369

Details: wagon ‘RQSY 34369 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34369 Y—-EX NQSY 34369 D
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 34369 D’

01.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34370

Details: wagon ‘RQSY 34370 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34370 W
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34370 W’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34371

Details: wagon ‘RQSY 34371 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQSY 34371 X
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34371 X’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34372

Details: wagon ‘RQSY 34372 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34372 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34372 R’
30.01.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34373

Details: wagon ‘RQSY 34373 H’ in AN ‘Mainland Division’.

Owner: NRC

19604



2.717. Wagon classification starting with ‘RQS’

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34373 D
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34373 D’
24.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34374

Details: wagon ‘RQSY 34374 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34374A—EX NQSY 34374 M
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34374 M’
04.03.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 34375

Details: wagon ‘RQSY 34375 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34375 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34375 V’
03.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34376

Details: wagon ‘RQSY 34376 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34376 H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 34376 H’

23.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34377

Details: wagon ‘RQSY 34377 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34377 Q
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34377 Q’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34378

Details: wagon ‘RQSY 34378 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
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Remarks: EX NQOY 34378 N—–EX NQSY 34378 C
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34378 C’
15.05.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34380

Details: wagon ‘RQSY 34380 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34380 H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34380 H’
18.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34381

Details: wagon ‘RQSY 34381 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34381 Q
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

12.03.1991 Repair ‘VEHICLE RECLASSIFY’.
12.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34381 Q’
10.08.1991 Repair ‘HANDBRAKE HANDLE’.
10.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘NQSY 34381 Q’
21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34381 Q’
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34381 Q’
14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34381 Q’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34382

Details: wagon ‘RQSY 34382 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34382 C
BSG Code: NSQQ
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Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34382 C’
25.02.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34383

Details: wagon ‘RQSY 34383 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34383 L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34383 L’
21.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34384

Details: wagon ‘RQSY 34384 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34384X/RQSY34384U
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34384 U’
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34385

Details: wagon ‘RQSY 34385 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34385R/NQSY34385G
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34385 G’

RQSY 34386

Details: wagon ‘RQSY 34386 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34386D/NQSY34386P
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34386 P’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34387

Details: wagon ‘RQSY 34387 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34387 B
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34387 B’
11.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34388

Details: wagon ‘RQSY 34388 Y’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34388 K
BSG Code: NSQQ

Capacity of 54 tonnes

04.09.1994 Repair ‘VEHICLE RECLASSIFY’.
04.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34388 K’

RQSY 34389

Details: wagon ‘RQSY 34389 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34389 T
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

10.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34389 T’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
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RQSY 34390

Details: wagon ‘RQSY 34390 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34390 P
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

28.07.1994 Repair ‘VEHICLE RECLASSIFY’.
28.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34390 P’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34391

Details: wagon ‘RQSY 34391 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34391 B
BSG Code: NSQQ

Capacity of 54 tonnes
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11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34391 B’
12.12.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34392

Details: wagon ‘RQSY 34392 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34392 K
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

23.08.1994 Repair ‘VEHICLE RECLASSIFY’.
23.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34392 K’

RQSY 34393

Details: wagon ‘RQSY 34393 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34393 T
BSG Code: NSQQ
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Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34393 T’
01.12.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34394

Details: wagon ‘RQSY 34394 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34394 F
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34394 F’

RQSY 34396

Details: wagon ‘RQSY 34396 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQOY34396L/NQSY34396A
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34396 A’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34397

Details: wagon ‘RQSY 34397 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34397 J
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34397 J’

RQSY 34398

Details: wagon ‘RQSY 34398 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34398G/NQSY34398S
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34398 S’
09.08.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34399

Details: wagon ‘RQSY 34399 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34399 E
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34399 E’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
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RQSY 34400

Details: wagon ‘RQSY 34400 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34400 H
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.03.1995 Repair ‘VEHICLE RECLASSIFY’.
15.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34400 T’
13.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34401

Details: wagon ‘RQSY 34401 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34401 F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 34401 F’

21.01.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34402

Details: wagon ‘RQSY 34402 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34402 / NQSY
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34402 Y’

RQSY 34403

Details: wagon ‘RQSY 34403 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34403 L / NQSY34403
BSG Code: NSQQ
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Capacity of 54 tonnes

Capacity of 54 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34403 A’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34404

Details: wagon ‘RQSY 34404 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34404 J
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34404 J’
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34405

Details: wagon ‘RQSY 34405 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34405 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34405 S’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34406

Details: wagon ‘RQSY 34406 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34406P/NQSY34406E
BSG Code: NXQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34406 E’

RQSY 34407

Details: wagon ‘RQSY 34407 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 54 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34407 N’
05.07.1994 Reclassified from wagon ‘RQSY 34407 R’ to ’ wagon ‘RQGY 34409 W’.

RQSY 34408

Details: wagon ‘RQSY 34408 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34408 W
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34408 W’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
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RQSY 34410

Details: wagon ‘RQSY 34410 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34410 E
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

28.09.1994 Repair ‘VEHICLE RECLASSIFY’.
28.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34410 E’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34411

05.09.1996 Reclassified from wagon ‘RQSY 34411 R’ to ’ wagon ‘RQGY 34411 E’.

RQSY 34412

Details: wagon ‘RQSY 34412 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34412 W
BSG Code: NSQZ
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Capacity of 54 tonnes

Capacity of 54 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34412 W’

RQSY 34413

Details: wagon ‘RQSY 34413 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34413T/NQSY34413X
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34413 X’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34414

Details: wagon ‘RQSY 34414 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34414 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34414 R’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34415

Details: wagon ‘RQSY 34415 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY /NQSY
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34415 D’

RQSY 34417

Details: wagon ‘RQSY 34417 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34417 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34417 V’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34418

Details: wagon ‘RQSY 34418 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34418 H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

27.01.1995 Repair ‘VEHICLE RECLASSIFY’.
27.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34418 H’
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RQSY 34419

Details: wagon ‘RQSY 34419 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34419 Q
Wagon Width: 2515mm
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34419 Q’

RQSY 34420

Details: wagon ‘RQSY 34420 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34420 M
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.

19628



2.717. Wagon classification starting with ‘RQS’

14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 34420 M’

01.11.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34421

Details: wagon ‘RQSY 34421 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34421 V
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34421 V’
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34422

Details: wagon ‘RQSY 34422 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34422 H
BSG Code: NSQZ
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Capacity of 54 tonnes

Capacity of 55 tonnes

05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34422 H’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34423

Details: wagon ‘RQSY 34423 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34423E / NQSY 34423 Q
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34423 Q’

RQSY 34426

Details: wagon ‘RQSY 34426 B’ in AN ‘Mainland Division’.

Owner: NR
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.02.1988
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX OCY / NQOY 34426 X / NQSY 34426 U
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34426 U’

RQSY 34427

Details: wagon ‘RQSY 34427 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY 34427 G
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34427 G’
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34428

Details: wagon ‘RQSY 34428 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34428
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

24.05.1995 Repair ‘VEHICLE RECLASSIFY’.
24.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34428 P’
10.01.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34431

Details: wagon ‘RQSY 34431 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34431 G
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34431 G’

RQSY 34436

Details: wagon ‘RQSY 34436 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34436 F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34436 F’
09.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34437

Details: wagon ‘RQSY 34437 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34437 Y
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34437 Y’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
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RQSY 34442

Details: wagon ‘RQSY 34442 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34442 A
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34442 A’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34444

Details: wagon ‘RQSY 34444 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34444 S
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes
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19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34444 S’

RQSY 34445

Details: wagon ‘RQSY 34445 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY/ NQSY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34445 E’
10.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34446

Details: wagon ‘RQSY 34446 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34446B / NQSY34446
BSG Code: NSQQ
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Capacity of 55 tonnes

Capacity of 55 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34446 N’
16.12.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34447

Details: wagon ‘RQSY 34447 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34447 K /RQSY34447
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34447 W’

RQSY 34448

Details: wagon ‘RQSY 34448 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34448 X
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34448 X’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34449

Details: wagon ‘RQSY 34449 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34449 / NQSY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34449 R’
22.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34450

Details: wagon ‘RQSY 34450 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34450 B, EX NQSY 34450
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34450 N’
28.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34451

Details: wagon ‘RQSY 34451 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34451 W
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34451 W’

RQSY 34452

Details: wagon ‘RQSY 34452 M’ in AN ‘Mainland Division’.

19638



2.717. Wagon classification starting with ‘RQS’

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34452 X
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34452 X’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34453

Details: wagon ‘RQSY 34453 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34453 R
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34453 R’
09.06.1995 Repair ‘VEHICLE COMPLETE’.
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RQSY 34454

Details: wagon ‘RQSY 34454 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQSY34454
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34454 D’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34455

Details: wagon ‘RQSY 34455 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34455 M
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes
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27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34455 M’
13.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34456

Details: wagon ‘RQSY 34456 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34456 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

17.10.1994 Repair ‘VEHICLE RECLASSIFY’.
17.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34456 V’

RQSY 34457

Details: wagon ‘RQSY 34457 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY/NQSY
BSG Code: NSQQ
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Capacity of 55 tonnes

Capacity of 55 tonnes

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34457 H’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34458

Details: wagon ‘RQSY 34458 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34458 Q
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34458 Q’

RQSY 34459

Details: wagon ‘RQSY 34459 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34459N/NQSY34459C
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34459 C’
10.05.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
15.11.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34460

Details: wagon ‘RQSY 34460 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34460 V
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34460 V’

RQSY 34461

Details: wagon ‘RQSY 34461 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34461 H
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34461 H’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34462

Details: wagon ‘RQSY 34462 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34462 Q
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34462 Q’
21.07.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
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RQSY 34463

Details: wagon ‘RQSY 34463 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34463 C
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34463 C’
16.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34464

Details: wagon ‘RQSY 34464 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY 34464 L
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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08.10.1994 Repair ‘VEHICLE RECLASSIFY’.
08.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34464 L’

RQSY 34465

Details: wagon ‘RQSY 34465 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34465 U
BSG Code: NSQQ

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34465 U’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34466

Details: wagon ‘RQSY 34466 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34466 NQSY34466
BSG Code: NSQQ
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Capacity of 54 tonnes

Capacity of 54 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34466 G’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34467

Details: wagon ‘RQSY 34467 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34467 P
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34467 P’

RQSY 34468

Details: wagon ‘RQSY 34468 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34468Q/NQSY34468B
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34468 B’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34469

Details: wagon ‘RQSY 34469 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34469 K
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34469 K’
27.03.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34472

Details: wagon ‘RQSY 34472 F’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34472 B
BSG Code: NSQQ

Capacity of 54 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34472 B’

RQSY 34476

Details: wagon ‘RQSY 34476 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34476 Y
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34476 Y’
12.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34477

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 34477 A’

05.07.1994 Reclassified from wagon ‘RQSY 34477 E’ to ’ wagon ‘RQGY 34477 Y’.

RQSY 34479

Details: wagon ‘RQSY 34479 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34479G EX NQSY34479S
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

18.07.1995 Repair ‘VEHICLE RECLASSIFY’.
18.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34479 S’
27.12.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34480

Details: wagon ‘RQSY 34480 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34480 Y
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BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34480 Y’
02.01.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34481

Details: wagon ‘RQSY 34481 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34481L/NQSY34481A
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34481 A’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34482

Details: wagon ‘RQSY 34482 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34482/NQSY34482
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34482 J’
01.09.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34483

Details: wagon ‘RQSY 34483 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34483G/NQSY34483S
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34483 S’
29.09.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34484

Details: wagon ‘RQSY 34484 X’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34484 P—-EX NQSY 34484 E
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34484 E’
22.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34485

Details: wagon ‘RQSY 34485 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34485 N
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34485 N’
14.02.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 34486

Details: wagon ‘RQSY 34486 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34486 W
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.09.1994 Repair ‘VEHICLE RECLASSIFY’.
14.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34486 W’

RQSY 34487

Details: wagon ‘RQSY 34487 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY34487 / NQSY34487
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34487 X’
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RQSY 34491

Details: wagon ‘RQSY 34491 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQSY34491
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34491 X’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34493

Details: wagon ‘RQSY 34493 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34493 D
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

19655



2. TIMS GROUP INFORMATION - WAGONS

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34493 D’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34494

Details: wagon ‘RQSY 34494 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34494 M
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34494 M’
05.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34495

Details: wagon ‘RQSY 34495 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34495/NQSY34495V
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BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

18.01.1995 Repair ‘VEHICLE RECLASSIFY’.
18.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34495 V’
27.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34499

Details: wagon ‘RQSY 34499 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34499 L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34499 L’
11.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34500

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34500 D’
05.07.1994 Reclassified from wagon ‘RQSY 34500 H’ to ’ wagon ‘RQGY 34500 R’.

RQSY 34951

11.10.1996 Reclassified from wagon ‘RQSY 34951 P’ to ’ wagon ‘RQGY 34951 C’.
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RQSY 34952

Details: wagon ‘RQSY 34952 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34952 U
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34952 U’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
17.07.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34953

Details: wagon ‘RQSY 34953 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34953 NQSY4953
BSG Code: NSQQ

Capacity of 54 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34953 G’
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RQSY 34954

Details: wagon ‘RQSY 34954 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34954 P
BSG Code: NSQZ

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34954 P’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34955

Details: wagon ‘RQSY 34955 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34955
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes
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02.07.1994 Repair ‘VEHICLE RECLASSIFY’.
02.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34955 B’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34956

08.07.1994 Repair ‘VEHICLE RECLASSIFY’.
08.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34956 K’
24.08.1994 Reclassified from wagon ‘RQSY 34956 Y’ to ’ wagon ‘RQGY 34956 B’.

RQSY 34957

Details: wagon ‘RQSY 34957 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34957H/NQSY34957T
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34957 T’

RQSY 34958

Details: wagon ‘RQSY 34958 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY34958 : NQSY34958
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34958 F’

RQSY 34959

Details: wagon ‘RQSY 34959 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34959 C—EX NQSY 34959 Y
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34959 Y’
07.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34960

Details: wagon ‘RQSY 34960 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34960V.NQSY34960
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34960 K’
28.10.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34962

Details: wagon ‘RQSY 34962 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34962 F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34962 F’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34963

12.09.1996 Reclassified from wagon ‘RQSY 34963 S’ to ’ wagon ‘RQGY 34963 F’.
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RQSY 34964

Details: wagon ‘RQSY 34964 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34964 A
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

18.06.1994 Repair ‘VEHICLE RECLASSIFY’.
18.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34964 A’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34965

Details: wagon ‘RQSY 34965 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34965 J
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes
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07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34965 J’
13.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34966

Details: wagon ‘RQSY 34966 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34966 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34966 S’
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34967

Details: wagon ‘RQSY 34967 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQSY 34967 E
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34967 E’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34968

Details: wagon ‘RQSY 34968 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQSY34968
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34968 N’

RQSY 34969

Details: wagon ‘RQSY 34969 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34969K/NQSY34969W
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34969 W’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34970

Details: wagon ‘RQSY 34970 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY 349702G—EX NQSY 34970 S
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34970 S’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34971

17.10.1996 Reclassified from wagon ‘RQSY 34971 X’ to ’ wagon ‘RQGY 34971 S’.
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RQSY 34972

Details: wagon ‘RQSY 34972 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34972B/NQSY34972N
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34972 N’
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34974

Details: wagon ‘RQSY 34974 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

19.10.1994 Repair ‘VEHICLE RECLASSIFY’.
19.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34974 X’
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09.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34975

Details: wagon ‘RQSY 34975 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34975F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.03.1995 Repair ‘VEHICLE RECLASSIFY’.
14.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34975 R’

RQSY 34976

Details: wagon ‘RQSY 34976 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34976 Y—EX NQSY 34976 D
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BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

25.11.1994 Repair ‘VEHICLE RECLASSIFY’.
25.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34976 D’
05.04.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 34977

Details: wagon ‘RQSY 34977 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 34977A—-EX NQSY 34977 M
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34977 M’

RQSY 34978

27.08.1996 Reclassified from wagon ‘RQSY 34978 C’ to ’ wagon ‘RQGY 34978 M’.

RQSY 34979

Details: wagon ‘RQSY 34979 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34979S/NQSY34979H
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34979 H’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34980

Details: wagon ‘RQSY 34980 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34980 D
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34980 D’
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RQSY 34982

Details: wagon ‘RQSY 34982 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34982J/NQSY34982V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34982 V’

RQSY 34983

22.10.1996 Reclassified from wagon ‘RQSY 34983 L’ to ’ wagon ‘RQGY 34983 V’.

RQSY 34985

Details: wagon ‘RQSY 34985 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34985 N : NQSY34985
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes
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05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34985 C’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34986

Details: wagon ‘RQSY 34986 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34986 L
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34986 L’

RQSY 34987

Details: wagon ‘RQSY 34987 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
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Remarks: EX NQSY 34987 U
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34987 U’

RQSY 34988

05.09.1996 Reclassified from wagon ‘RQSY 34988 K’ to ’ wagon ‘RQGY 34988 U’.

RQSY 34989

07.10.1996 Reclassified from wagon ‘RQSY 34989 T’ to ’ wagon ‘RQGY 34989 G’.

RQSY 34990

Details: wagon ‘RQSY 34990 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 34990W / NQSY34990
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34990 L’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 34991

Details: wagon ‘RQSY 34991 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34991X/NQSY34491U
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34991 U’

RQSY 34992

Details: wagon ‘RQSY 34992 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34992 G
BSG Code: NSQQ

Capacity of 54 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34992 G’
13.05.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 34993

Details: wagon ‘RQSY 34993 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34993 P
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34993 P’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34994

Details: wagon ‘RQSY 34994 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34994 B
BSG Code: NSQQ

Capacity of 53 tonnes

Capacity of 55 tonnes

19675



2. TIMS GROUP INFORMATION - WAGONS

19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34994 B’

RQSY 34995

Details: wagon ‘RQSY 34995 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY34995V/NQSY34995K
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34995 K’

RQSY 34996

Details: wagon ‘RQSY 34996 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34996 T
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes
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12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34996 T’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 34997

Details: wagon ‘RQSY 34997 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 34997 F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 54 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 34997 F’
29.09.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 34999

20.11.1996 Reclassified from wagon ‘RQSY 34999 E’ to ’ wagon ‘RQGY 34999 Y’.

RQSY 35000

Details: wagon ‘RQSY 35000 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35000/NQSY35000U
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35000 U’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35001

12.09.1996 Reclassified from wagon ‘RQSY 35001 K’ to ’ wagon ‘RQGY 35001 U’.

RQSY 35002

Details: wagon ‘RQSY 35002 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35002 D / NQSY35002P
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35002 P’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1996 Repair ‘VEHICLE COMPLETE’.
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RQSY 35004

Details: wagon ‘RQSY 35004 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35004 K
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35004 K’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35005

Details: wagon ‘RQSY 35005 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35005 T
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes
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15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35005 T’
02.10.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35006

Details: wagon ‘RQSY 35006 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35006 F
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35006 F’
24.10.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35007

27.08.1996 Reclassified from wagon ‘RQSY 35007 S’ to ’ wagon ‘RQGY 35007 F’.

RQSY 35008

Details: wagon ‘RQSY 35008 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
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Intended Use: CONTAINERS
Remarks: EX NQOY35008L/NQSY35008A
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35008 A’
18.02.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 35009

Details: wagon ‘RQSY 35009 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35009U/NQSY35009J
BSG Code: NSQI

Capacity of 55 tonnes

Capacity of 60 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35009 J’

RQSY 35010

17.12.1996 Reclassified from wagon ‘RQSY 35010 J’ to ’ wagon ‘RQGY 35010 T’.

RQSY 35011

Details: wagon ‘RQSY 35011 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 35011C—-EX NQSY 35011 Y
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

01.08.1994 Repair ‘VEHICLE RECLASSIFY’.
01.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35011 Y’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35012

07.10.1996 Reclassified from wagon ‘RQSY 35012 E’ to ’ wagon ‘RQGY 35012 Y’.

RQSY 35013

Details: wagon ‘RQSY 35013 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY 35013 J
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

15.11.1994 Repair ‘VEHICLE RECLASSIFY’.
15.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35013 J’
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RQSY 35014

Details: wagon ‘RQSY 35014 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35014 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

15.10.1994 Repair ‘VEHICLE RECLASSIFY’.
15.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35014 S’
10.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 35015

Details: wagon ‘RQSY 35015 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 35015 E’

02.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35017

28.10.1996 Reclassified from wagon ‘RQSY 35017 D’ to ’ wagon ‘RQGY 35017 N’.

RQSY 35019

17.09.1996 Reclassified from wagon ‘RQSY 35019 V’ to ’ wagon ‘RQGY 35019 X’.

RQSY 35020

17.10.1996 Reclassified from wagon ‘RQSY 35020 R’ to ’ wagon ‘RQGY 35020 E’.

RQSY 35023

Details: wagon ‘RQSY 35023 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35023 NQSY35023
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35023 R’

RQSY 35024

Details: wagon ‘RQSY 35024 H’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35024 D
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 54 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35024 D’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35025

Details: wagon ‘RQSY 35025 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35025 M
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

07.08.1994 Repair ‘VEHICLE RECLASSIFY’.
07.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35025 M’
05.05.1995 Repair ‘VEHICLE COMPLETE’.
26.11.1995 Repair ‘VEHICLE COMPLETE’.
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15.04.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35026

Details: wagon ‘RQSY 35026 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35026 V
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35026 V’
09.12.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 35027

Details: wagon ‘RQSY 35027 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQOY/NQSY
BSG Code: NSQZ
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Capacity of 55 tonnes

Capacity of 55 tonnes

16.09.1994 Repair ‘VEHICLE RECLASSIFY’.
16.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35027 H’
14.04.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35028

Details: wagon ‘RQSY 35028 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35028 Q
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35028 Q’
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35029

Details: wagon ‘RQSY 35029 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: NQSY35029
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35029 C’
29.08.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 35030

07.10.1996 Reclassified from wagon ‘RQSY 35030 C’ to ’ wagon ‘RQGY 35030 M’.

RQSY 35031

Details: wagon ‘RQSY 35031 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQSY 35031 H
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

17.05.1994 Repair ‘VEHICLE RECLASSIFY’.
17.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35031 H’
17.07.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
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RQSY 35032

Details: wagon ‘RQSY 35032 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35032E / NQSY
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

24.09.1994 Repair ‘VEHICLE RECLASSIFY’.
24.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35032 Q’
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35033

Details: wagon ‘RQSY 35033 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35033 C
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
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14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQSY 35033 C’

05.07.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35034

22.10.1996 Reclassified from wagon ‘RQSY 35034 P’ to ’ wagon ‘RQGY 35034 C’.

RQSY 35035

Details: wagon ‘RQSY 35035 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: X NQSY
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35035 U’

RQSY 35036

Details: wagon ‘RQSY 35036 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35036R/NQSY35036G
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BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35036 G’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35037

Details: wagon ‘RQSY 35037 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35037D/NQSY35037P
BSG Code: NSQQ

Capacity of 55 tonnes

Capacity of 55 tonnes

25.06.1994 Repair ‘VEHICLE RECLASSIFY’.
25.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35037 P’
01.06.1995 Repair ‘VEHICLE COMPLETE’.

RQSY 35038

Details: wagon ‘RQSY 35038 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35038 B
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

21.07.1994 Repair ‘VEHICLE RECLASSIFY’.
21.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35038 B’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35039

Details: wagon ‘RQSY 35039 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NQOY 35039V / NQSY35039
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.07.1994 Repair ‘VEHICLE RECLASSIFY’.
26.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35039 K’
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RQSY 35040

Details: wagon ‘RQSY 35040 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY 35040 R—-EX NQSY 35040 G
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35040 G’
22.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35041

27.08.1996 Reclassified from wagon ‘RQSY 35041 T’ to ’ wagon ‘RQGY 35041 G’.

RQSY 35042

Details: wagon ‘RQSY 35042 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35042M/NQSY35042B
BSG Code: NSQQ
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Capacity of 55 tonnes

Capacity of 55 tonnes

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35042 B’
19.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.

RQSY 35043

22.10.1996 Reclassified from wagon ‘RQSY 35043 Y’ to ’ wagon ‘RQGY 35043 B’.

RQSY 35044

Details: wagon ‘RQSY 35044 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35044 T
BSG Code: NSQQ

Capacity of 54 tonnes

Capacity of 55 tonnes

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35044 T’

RQSY 35046

Details: wagon ‘RQSY 35046 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1994
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NSQZ

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35046 Y’
05.07.1994 Reclassified from wagon ‘RQSY 35046 S’ to ’ wagon ‘RQGY 35045 T’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35047

Details: wagon ‘RQSY 35047 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQOY35047L/NQSY35047A
BSG Code: NSQZ

Capacity of 55 tonnes

Capacity of 55 tonnes

26.06.1994 Repair ‘VEHICLE RECLASSIFY’.
26.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35047 A’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RQSY 35049

Details: wagon ‘RQSY 35049 W’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35049 S
BSG Code: NSQZ

Capacity of 54 tonnes

Capacity of 55 tonnes

19.04.1995 Repair ‘VEHICLE RECLASSIFY’.
19.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35049 S’

RQSY 35050

Details: wagon ‘RQSY 35050 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQSY 35050 Y
BSG Code: NSQZ

Capacity of 54 tonnes

22.05.1994 Repair ‘VEHICLE RECLASSIFY’.
22.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQSY 35050 Y’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
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2.718 Wagon classification starting with ‘RQT’

RQTY 73

Details: wagon ‘RQTY 73 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19.1tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.12.1972
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 26.06.1996
Due Triple Valve: 20.01.1989
Last Brake Cylinder: 23.12.1990
Last Single Car Test: 10.04.1992
Last Lift: 01.12.1980
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.07.1989 Repair ‘BRAKE LEVER’.
17.07.1989 Repair ‘END BRAKE COCK’.
17.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 73 C’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BRAKE CONTROL PIPE’.
29.11.1989 Repair ‘COUPLER KNUCKLE’.
29.11.1989 Repair ‘EMPTY LOAD VALVE’.
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29.11.1989 Repair ‘GRADE CONTROL VALVE’.
29.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘EMPTY LOAD VALVE’.
04.01.1990 Repair ‘END BRAKE COCK’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BOGIE SIDEFRAME’.
26.05.1990 Repair ‘BRAKE BLOCK RB95’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BRAKE PIN’.
06.06.1990 Repair ‘VEHICLE STENCILS’.
06.06.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQTY 73 C’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘BOGIE COMPLETE’.
13.07.1990 Repair ‘BRAKE BLOCK RB95’.
13.07.1990 Repair ‘COUPLER KNUCKLE’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 73 C’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘BRAKE PULL ROD’.
04.10.1990 Repair ‘HANDRAILS END’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 73 C’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BRAKE LEVER’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘EMPTY LOAD VALVE’.
07.11.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
03.12.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 73 C’
22.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1990 Repair ‘BRAKE BLOCK RB95’.
22.12.1990 Repair ‘BRAKE LEVER’.
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22.12.1990 Repair ‘BRAKE PIN’.
22.12.1990 Repair ‘BRAKE PULL ROD’.
22.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
22.12.1990 Repair ‘BRANCH PIPE’.
22.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.12.1990 Repair ‘COUPLER KNUCKLE’.
22.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.12.1990 Repair ‘EMPTY LOAD VALVE’.
22.12.1990 Repair ‘END BRAKE COCK’.
22.12.1990 Repair ‘GRADE CONTROL VALVE’.
22.12.1990 Repair ‘HANDRAILS END’.
22.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1990 Repair ‘TRAIN PIPE (END)’.
22.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BEARERS’.
10.04.1992 Repair ‘BRAKE PULL ROD’.
10.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1992 Repair ‘SIDE BEARER’.
10.04.1992 Repair ‘TOP CENTRE PLATE’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘TWIST LOCK’.
10.04.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘VEHICLE RECLASSIFY’.
10.04.1992 Repair ‘VEHICLE STENCILS’.
10.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 73 C’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 73 C’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 73 C’
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04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 73 C’
06.10.1993 Repair ‘VEHICLE COMPLETE’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 73 C’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 73 C’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 74

Details: wagon ‘RQTY 74 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.03.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 19.03.1996
Last Triple Valve: 19.02.1993
Last Brake Cylinder: 01.07.1993
Last Lift: 20.05.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.11.1990 Repair ‘HANDRAILS END’.
18.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 74 L’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

12.07.1991 Repair ‘HANDRAILS END’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Repair ‘TWIST LOCK’.
12.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1991 Repair ‘VEHICLE COMPLETE’.
12.07.1991 Repair ‘VEHICLE STENCILS’.
12.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 74 L’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1992 Repair ‘HANDRAILS END’.
06.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Repair ‘RELAY VALVE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘TOP CENTRE PLATE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 74 L’
19.09.1992 Repair ‘TWIST LOCK’.
19.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 74 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
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LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1993 Repair ‘EMPTY LOAD VALVE’.
05.02.1993 Repair ‘GRADE CONTROL VALVE’.
05.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 74 L’
19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘BRAKE BLOCK RB101’.
19.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘EMPTY LOAD VALVE’.
19.02.1993 Repair ‘GRADE CONTROL VALVE’.
19.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 74 L’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 74 L’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 74 L’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BRAKE LEVER’.
05.04.1993 Repair ‘BRAKE PULL ROD’.
05.04.1993 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 74 L’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.07.1993 Repair ‘BRAKE FULCRUM BRACKET’.
01.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 74 L’
29.09.1993 Repair ‘HANDRAILS END’.
29.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 74 L’
17.11.1993 Repair ‘COUPLER COMPLETE’.
17.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 74 L’
30.01.1994 Repair ‘TWIST LOCK’.
30.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 74 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 74 L’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
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18.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 75

Details: wagon ‘RQTY 75 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.03.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC CM CN CH
Return to Service Date: 27.06.1995
Last Brake Cylinder: 12.09.1989
Last Single Car Test: 29.04.1991
Last Lift: 04.08.1987
Cont Connector Type:] B
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.08.1989 Repair ‘HANDRAILS END’.
17.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 75 U’
01.09.1989 Repair ‘COUPLER COMPLETE’.
01.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 75 U’
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1989 Repair ‘BRANCH PIPE’.
12.09.1989 Repair ‘COUPLER COMPLETE’.
12.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1989 Repair ‘COUPLER KNUCKLE’.
12.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.09.1989 Repair ‘EMPTY LOAD VALVE’.
12.09.1989 Repair ‘GRADE CONTROL VALVE’.
12.09.1989 Repair ‘HANDRAILS END’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘STANCHION’.
12.09.1989 Repair ‘TRAIN PIPE’.
12.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.09.1989 Repair ‘VEHICLE RETARE’.
12.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 75 U’
04.12.1989 Repair ‘HANDRAILS END’.
04.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 75 U’
12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 75 U’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘DRAFT GEAR POCKET’.
24.04.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1991 Repair ‘HANDRAILS END’.
24.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 75 U’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘HANDRAILS END’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘SIDE BEARER’.
15.04.1992 Repair ‘TOP CENTRE PLATE’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 75 U’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.07.1992 Repair ‘BOGIE BEARERS’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 75 U’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BEARERS’.
25.08.1992 Repair ‘SIDE BEARER’.
25.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 75 U’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.02.1994 Repair ‘STANCHION’.
22.02.1994 Repair ‘VEHICLE RETARE’.
22.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 75 U’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 75 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQTY 75 U’
27.06.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 76

Details: wagon ‘RQTY 76 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FXQQ
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Capacity of 70 tonnes

Fleet Grp Code: RZ RB CM CN AD CH
Return to Service Date: 15.03.1996
Last Brake Cylinder: 17.01.1992
Last Single Car Test: 04.12.1991
Last Lift: 05.02.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
31.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 76 U’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘COUPLER COMPLETE’.
13.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.03.1990 Repair ‘EMPTY LOAD VALVE’.
13.03.1990 Repair ‘GRADE CONTROL VALVE’.
13.03.1990 Repair ‘TWIST LOCK’.
13.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 76 U’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQCX 76 U’
02.06.1990 Repair ‘HANDRAILS END’.
02.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 76 U’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

05.06.1991 Repair ‘HANDRAILS END’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 76 U’
04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘BOGIE COMPLETE’.
04.12.1991 Repair ‘BRAKE PULL ROD’.
04.12.1991 Repair ‘CENTRE SILL’.
04.12.1991 Repair ‘COUPLER COMPLETE’.
04.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1991 Repair ‘DRAFT GEAR POCKET’.
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04.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.12.1991 Repair ‘TOP CENTRE PLATE’.
04.12.1991 Repair ‘TRAIN PIPE (END)’.
04.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.12.1991 Repair ‘YOKE PIN’.
04.12.1991 Repair ‘YOKE SUPPORT PLATE LINER’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCX 76 U’
14.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQCX 76 U’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Repair ‘BRAKE LEVER’.
17.01.1992 Repair ‘BRAKE PULL ROD’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
17.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 76 U’
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 76 U’
25.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1994 Repair ‘BRAKE BLOCK RB95’.
25.03.1994 Repair ‘BRAKE PULL ROD’.
25.03.1994 Repair ‘STEP’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCX 76 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCX 76 U’
27.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1994 Repair ‘DRAFT GEAR POCKET’.
27.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1994 Repair ‘HANDRAILS END’.
27.05.1994 Repair ‘STEP’.
27.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘WEAR PLATES & SADDLES’.
27.05.1994 Repair ‘YOKE CARRIER’.
27.05.1994 Repair ‘YOKE COMPLETE’.
27.05.1994 Repair ‘YOKE FOLLOWER’.
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27.05.1994 Repair ‘YOKE PIN’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 77

Details: wagon ‘RQTY 77 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 25.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.07.1996
Last Brake Cylinder: 27.12.1990
Last Lift: 04.10.1976
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.07.1989 Repair ‘END HOSE’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 77 P’
19.01.1990 Repair ‘HANDRAILS END’.
19.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 77 P’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1990 Repair ‘VEHICLE STENCILS’.
19.12.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQTY 77 P’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

12.06.1991 Repair ‘HANDRAILS END’.
12.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 77 P’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BEARERS’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘CENTRE SILL’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘SIDE BEARER’.
19.12.1991 Repair ‘STANCHION’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 77 P’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

12.08.1993 Repair ‘STEP’.
12.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 77 P’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1993 Repair ‘WHEEL SET’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
06.04.1994 Repair ‘VEHICLE COMPLETE’.

19709



2. TIMS GROUP INFORMATION - WAGONS

06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 77 P’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 78

Details: wagon ‘RQTY 78 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 01.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 20.04.1996
Last Brake Cylinder: 26.09.1993
Last Single Car Test: 19.08.1992
Last Lift: 16.06.1983
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BRANCH PIPE’.
19.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1991 Repair ‘HANDBRAKE HANDLE’.
19.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE COMPLETE’.
19.02.1991 Repair ‘VEHICLE STENCILS’.
19.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 78 B’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BRANCH PIPE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1992 Repair ‘TRAIN PIPE (END)’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 78 B’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘STEP’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 78 B’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARERS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘TOP CENTRE PLATE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 78 B’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
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LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 78 B’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 78 B’
26.09.1993 Repair ‘BRAKE PULL ROD’.
26.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 78 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 78 B’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 79

Details: wagon ‘RQTY 79 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 25.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 09.05.1996
Last Brake Cylinder: 21.07.1993
Last Single Car Test: 19.08.1992
Last Lift: 20.02.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.07.1989 Repair ‘STANCHION’.
01.07.1989 Repair ‘VEHICLE RETARE’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.01.1990 Repair ‘GRADE CONTROL VALVE’.
18.01.1990 Repair ‘HANDRAILS END’.
18.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘GRADE CONTROL VALVE’.
03.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1990 Repair ‘NYLON HOSE’.
03.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 79 K’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

30.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 79 K’
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25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘HANDBRAKE HANDLE’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARERS’.
19.08.1992 Repair ‘BOGIE COMPLETE’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘HANDRAILS END’.
19.08.1992 Repair ‘SIDE BEARER’.
19.08.1992 Repair ‘STEP’.
19.08.1992 Repair ‘TOP CENTRE PLATE’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘TWIST LOCK’.
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 79 K’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

22.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1993 Repair ‘BRAKE BLOCK OTHER’.
22.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB101’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.07.1993 Repair ‘EMPTY LOAD VALVE’.
21.07.1993 Repair ‘GRADE CONTROL VALVE’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Repair ‘BRAKE PULL ROD’.
17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 79 K’
20.09.1993 Repair ‘STEP’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 79 K’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘CARD OR CLIP HOLDER’.
02.11.1993 Repair ‘COUPLER KNUCKLE’.
02.11.1993 Repair ‘EMPTY LOAD VALVE’.
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02.11.1993 Repair ‘GRADE CONTROL VALVE’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
27.12.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 79 K’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 79 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 79 K’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 79 K’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 80

Details: wagon ‘RQTY 80 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 20.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.12.1995
Last Brake Cylinder: 06.04.1990
Last Single Car Test: 19.06.1992
Last Lift: 15.06.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.03.1990 Repair ‘VEHICLE STENCILS’.
30.03.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQTY 80 G’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

10.07.1991 Repair ‘HANDRAILS END’.
10.07.1991 Repair ‘STEP’.
10.07.1991 Repair ‘TWIST LOCK’.
10.07.1991 Repair ‘TWIST LOCK’.
10.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE STENCILS’.
10.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 80 G’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘COUPLER COMPLETE’.
19.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.06.1992 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘SIDE BEARER’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TRAIN PIPE (END)’.
19.06.1992 Repair ‘TRAIN PIPE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘VEHICLE STENCILS’.
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19.06.1992 Repair ‘WEAR PLATES & SADDLES’.
19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 80 G’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BEARERS’.
16.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 80 G’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 80 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘TOP CENTRE PLATE’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 80 G’
13.07.1993 Repair ‘HANDBRAKE HANDLE’.
13.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 80 G’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘COUPLER KNUCKLE’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 80 G’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.10.1993 Repair ‘BRAKE BLOCK RB101’.
05.10.1993 Repair ‘ISOLATING COCK’.
05.10.1993 Repair ‘TRAIN PIPE’.
05.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 80 G’
09.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 80 G’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘BRAKE BLOCK RB101’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 80 G’
23.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
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23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 80 G’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 80 G’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 80 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 80 G’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 81

Details: wagon ‘RQTY 81 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 20.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 20.11.1995
Due Triple Valve: 01.04.1988
Last Triple Valve: 14.04.1993
Last Brake Cylinder: 20.06.1991
Last Lift: 30.10.1981
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.02.1990 Repair ‘HANDRAILS END’.
02.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 81 P’
12.10.1990 Repair ‘END HOSE’.
12.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 81 P’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

07.06.1991 Repair ‘FLOOR COMPLETE’.
07.06.1991 Repair ‘VEHICLE COMPLETE’.
07.06.1991 Repair ‘VEHICLE STENCILS’.
07.06.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 81 P’
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.06.1991 Repair ‘COUPLER KNUCKLE’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 81 P’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 81 P’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BRAKE BLOCK RB95’.
10.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 81 P’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘END BRAKE COCK’.
25.03.1992 Repair ‘HANDRAILS END’.
25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘TOP CENTRE PLATE’.
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25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 81 P’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Repair ‘WHEEL SET’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 81 P’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 81 P’
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE BOLSTER’.
04.12.1992 Repair ‘BOGIE BOLSTER’.
04.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.12.1992 Repair ‘COUPLER KNUCKLE’.
04.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘EMPTY LOAD VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Repair ‘GRADE CONTROL VALVE’.
04.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 81 P’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

01.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 81 P’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 81 P’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BOLSTER’.
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.04.1993 Repair ‘COUPLER KNUCKLE’.
14.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 81 P’
14.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1993 Repair ‘COUPLER KNUCKLE’.
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1993 Repair ‘HANDBRAKE HANDLE’.
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 81 P’
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07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 81 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 81 P’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 82

Details: wagon ‘RQTY 82 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 12.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS CM CN AD CH
Return to Service Date: 07.06.1995
Last Brake Cylinder: 09.11.1991
Last Single Car Test: 13.10.1988
Last Lift: 10.09.1982
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘STANCHION’.
02.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.08.1989 Repair ‘VEHICLE RETARE’.
02.08.1989 Repair ‘YOKE CARRIER’.
02.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘TWIST LOCK’.
15.09.1989 Repair ‘VEHICLE STENCILS’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
09.02.1990 Repair ‘STEP’.
09.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 82 B’
12.03.1991 Repair ‘TRAIN PIPE (END)’.
12.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 82 B’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Repair ‘TWIST LOCK’.
24.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 82 B’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘COUPLER COMPLETE’.
08.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
04.03.1992 Repair ‘VEHICLE COMPLETE’.
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 82 B’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘COUPLER KNUCKLE’.
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09.06.1992 Repair ‘EMPTY LOAD VALVE’.
09.06.1992 Repair ‘GRADE CONTROL VALVE’.
09.06.1992 Repair ‘WHEEL SET’.
09.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE COMPLETE’.
10.07.1992 Repair ‘COUPLER KNUCKLE’.
10.07.1992 Repair ‘EMPTY LOAD VALVE’.
10.07.1992 Repair ‘GRADE CONTROL VALVE’.
10.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE FRICTION WEDGE’.
19.05.1993 Repair ‘BRAKE BLOCK RB101’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
17.11.1993 Repair ‘BRAKE BLOCK RB95’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 82 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 82 B’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 83

Details: wagon ‘RQTY 83 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-6
Date Built: 05.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.01.1996
Due Triple Valve: 01.04.1988
Last Brake Cylinder: 08.05.1992
Last Lift: 10.04.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.08.1989 Repair ‘TRAIN PIPE (END)’.
08.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 83 K’
04.12.1989 Repair ‘END HOSE’.
04.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 83 K’
16.12.1989 Repair ‘HANDRAILS END’.
16.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 83 K’
21.12.1989 Repair ‘HANDRAILS END’.
21.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 83 K’
29.01.1990 Repair ‘HANDRAILS END’.
29.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 83 K’
28.05.1990 Repair ‘STEP’.
28.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 83 K’
21.10.1990 Repair ‘HANDRAILS END’.
21.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 83 K’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BEARERS’.
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19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘CENTRE SILL’.
19.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.12.1991 Repair ‘EMPTY LOAD VALVE’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘SIDE BEARER’.
19.12.1991 Repair ‘STANCHION’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Repair ‘YOKE COMPLETE’.
19.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 83 K’
24.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 83 K’
09.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 83 K’
05.05.1992 Repair ‘HANDRAILS END’.
05.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 83 K’
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.05.1992 Repair ‘COUPLER KNUCKLE’.
08.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 83 K’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
22.12.1992 Repair ‘COUPLER KNUCKLE’.
22.12.1992 Repair ‘EMPTY LOAD VALVE’.
22.12.1992 Repair ‘GRADE CONTROL VALVE’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 83 K’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 83 K’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘EMPTY LOAD VALVE’.
24.05.1993 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 83 K’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.07.1993 Repair ‘BRAKE PIN’.
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24.07.1993 Repair ‘BRAKE PULL ROD’.
24.07.1993 Repair ‘BRANCH PIPE’.
24.07.1993 Repair ‘END HOSE’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1993 Repair ‘TRAIN PIPE (END)’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 83 K’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BEARERS’.
12.08.1993 Repair ‘BRANCH PIPE’.
12.08.1993 Repair ‘HOSE FITTINGS’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 83 K’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘BRAKE LEVER’.
03.11.1993 Repair ‘BRAKE PULL ROD’.
03.11.1993 Repair ‘COUPLER KNUCKLE’.
03.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 83 K’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 83 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 83 K’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 85

Details: wagon ‘RQTY 85 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-6
Date Built: 10.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.03.1996
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 30.07.1992
Last Single Car Test: 06.01.1992
Last Lift: 06.06.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.09.1989 Repair ‘HANDRAILS END’.
08.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 85 F’
09.04.1990 Repair ‘STEP’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 85 F’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘HANDRAILS END’.
23.08.1990 Repair ‘TRAIN PIPE (END)’.
23.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 85 F’
24.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1990 Repair ‘HANDRAILS END’.
24.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1990 Repair ‘STANCHION’.
24.10.1990 Repair ‘VEHICLE COMPLETE’.
24.10.1990 Repair ‘VEHICLE RETARE’.
24.10.1990 Repair ‘VEHICLE STENCILS’.
24.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
11.11.1990 Repair ‘END HOSE’.
11.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 85 F’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.
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23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

24.09.1991 Repair ‘VEHICLE COMPLETE’.
24.09.1991 Repair ‘VEHICLE STENCILS’.
24.09.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 85 F’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 85 F’
16.03.1992 Repair ‘STEP’.
16.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 85 F’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 85 F’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 85 F’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.05.1992 Repair ‘WHEEL SET’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 85 F’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘EMPTY LOAD VALVE’.
12.05.1992 Repair ‘GRADE CONTROL VALVE’.
12.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.05.1992 Repair ‘WHEEL SET’.
12.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BRAKE LEVER’.
30.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
10.10.1992 Repair ‘SIDE STEP’.
10.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 85 F’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 85 F’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 85 F’
17.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 85 F’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.06.1993 Repair ‘BRAKE BLOCK RB101’.
10.06.1993 Repair ‘BRAKE LEVER’.
10.06.1993 Repair ‘COUPLER KNUCKLE’.
10.06.1993 Repair ‘EMPTY LOAD VALVE’.
10.06.1993 Repair ‘GRADE CONTROL VALVE’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRAKE BLOCK RB101’.
24.09.1993 Repair ‘TRAIN PIPE’.
24.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 85 F’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BEARERS’.
13.10.1993 Repair ‘VEHICLE COMPLETE’.
13.10.1993 Repair ‘WHEEL SET’.
13.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘EMPTY LOAD VALVE’.
27.10.1993 Repair ‘GRADE CONTROL VALVE’.
27.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
13.01.1994 Repair ‘BRAKE BLOCK RB101’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 85 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 85 F’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
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21.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 86

Details: wagon ‘RQTY 86 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 09.04.1996
Due Triple Valve: 01.07.1997
Last Brake Cylinder: 07.12.1993
Last Single Car Test: 20.02.1992
Last Lift: 13.07.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘TOP CENTRE PLATE’.
11.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 86 Y’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘STANCHION’.
26.05.1990 Repair ‘STEP’.
26.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Repair ‘WEAR PLATES & SADDLES’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 86 Y’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE BEARERS’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘BRAKE PULL ROD’.
04.10.1990 Repair ‘CARD OR CLIP HOLDER’.
04.10.1990 Repair ‘COUPLER KNUCKLE’.
04.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.10.1990 Repair ‘HANDRAILS END’.
04.10.1990 Repair ‘LASHING POINT’.
04.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1990 Repair ‘STEP’.
04.10.1990 Repair ‘TOP CENTRE PLATE’.
04.10.1990 Repair ‘TRAIN PIPE (END)’.
04.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1990 Repair ‘YOKE COMPLETE’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 86 Y’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.02.1992 Repair ‘VEHICLE COMPLETE’.
19.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 86 Y’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARERS’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘HANDRAILS END’.
11.03.1992 Repair ‘SIDE BEARER’.
11.03.1992 Repair ‘TOP CENTRE PLATE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘TWIST LOCK’.
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11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
11.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 86 Y’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 86 Y’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘TRAIN PIPE (END)’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 86 Y’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 86 Y’
31.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.08.1993 Repair ‘CARD OR CLIP HOLDER’.
31.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1993 Repair ‘TRAIN PIPE (END)’.
31.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 86 Y’
22.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 86 Y’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BRAKE BLOCK RB101’.
07.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 86 Y’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 86 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
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27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 86 Y’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 86 Y’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
30.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 87

Details: wagon ‘RQTY 87 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 05.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.01.1995
Due Triple Valve: 01.03.1997
Last Lift: 27.03.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘BRAKE BLOCK OTHER’.
05.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
05.01.1990 Repair ‘BRAKE LEVER’.
05.01.1990 Repair ‘BRAKE PIN’.
05.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1990 Repair ‘STANCHION’.
05.01.1990 Repair ‘STEP’.
05.01.1990 Repair ‘VEHICLE RETARE’.
05.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 87 A’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

18.07.1991 Repair ‘END SILL’.
18.07.1991 Repair ‘HANDRAILS END’.
18.07.1991 Repair ‘SHUNT PAD’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘TWIST LOCK’.
18.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 87 A’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Repair ‘CENTRE SILL’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘HANDRAILS END’.
27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘TOP CENTRE PLATE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Repair ‘VEHICLE RECLASSIFY’.
27.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 87 A’
13.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1992 Repair ‘BRANCH PIPE’.
13.06.1992 Repair ‘COUPLER KNUCKLE’.
13.06.1992 Repair ‘EMPTY LOAD VALVE’.
13.06.1992 Repair ‘GRADE CONTROL VALVE’.
13.06.1992 Repair ‘VEHICLE STENCILS’.
13.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 87 A’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
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REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 87 A’
02.08.1993 Repair ‘STEP’.
02.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 87 A’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB101’.
04.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1993 Repair ‘VEHICLE COMPLETE’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 87 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 87 A’
11.01.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 89

Details: wagon ‘RQTY 89 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 22.03.1996
Due Triple Valve: 01.02.1997
Last Brake Cylinder: 29.07.1993
Last Lift: 05.02.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BOGIE BEARINGS’.
10.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1989 Repair ‘COUPLER KNUCKLE’.
10.10.1989 Repair ‘EMPTY LOAD VALVE’.
10.10.1989 Repair ‘GRADE CONTROL VALVE’.
10.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
26.10.1989 Repair ‘BOGIE SPRING’.
26.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
23.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
09.05.1990 Repair ‘BOGIE SIDEFRAME’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘VEHICLE STENCILS’.
20.09.1990 Repair ‘WHEEL SET’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
08.10.1990 Repair ‘END HOSE’.
08.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1991 Repair ‘BRAKE PULL ROD’.
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14.01.1991 Repair ‘COUPLER KNUCKLE’.
14.01.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.01.1991 Repair ‘EMPTY LOAD VALVE’.
14.01.1991 Repair ‘GRADE CONTROL VALVE’.
14.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
27.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.04.1991 Repair ‘BRAKE LEVER’.
29.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘WHEEL SET’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Repair ‘COUPLER KNUCKLE’.
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
15.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.07.1991 Repair ‘COUPLER KNUCKLE’.
25.07.1991 Repair ‘EMPTY LOAD VALVE’.
25.07.1991 Repair ‘GRADE CONTROL VALVE’.
25.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
07.08.1991 Repair ‘HANDRAILS END’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Repair ‘TWIST LOCK’.
07.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1991 Repair ‘VEHICLE COMPLETE’.
07.08.1991 Repair ‘VEHICLE STENCILS’.
07.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 89 S’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘COUPLER KNUCKLE’.
16.08.1991 Repair ‘EMPTY LOAD VALVE’.
16.08.1991 Repair ‘GRADE CONTROL VALVE’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.10.1991 Repair ‘BOGIE FRICTION WEDGE’.
02.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1991 Repair ‘VEHICLE COMPLETE’.
02.10.1991 Repair ‘YOKE CARRIER’.
02.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
15.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1992 Repair ‘COUPLER COMPLETE’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 89 S’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 89 S’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1993 Repair ‘VEHICLE COMPLETE’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 89 S’
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19.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 89 S’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘COUPLER KNUCKLE’.
23.08.1993 Repair ‘EMPTY LOAD VALVE’.
23.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1993 Repair ‘RELAY VALVE’.
23.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
01.09.1993 Repair ‘BOGIE BEARERS’.
01.09.1993 Repair ‘HANDBRAKE HANDLE’.
01.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
14.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 89 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
07.05.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1994 Repair ‘VEHICLE RECLASSIFY’.
07.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 89 S’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 90

Details: wagon ‘RQTY 90 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 04.11.1975
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RZ RB AD CM CN CH
Return to Service Date: 02.01.1996
Due Triple Valve: 31.05.1995
Last Brake Cylinder: 04.07.1989
Last Lift: 20.11.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘COUPLER KNUCKLE’.
04.07.1989 Repair ‘EMPTY LOAD VALVE’.
04.07.1989 Repair ‘GRADE CONTROL VALVE’.
04.07.1989 Repair ‘HANDRAILS END’.
04.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1989 Repair ‘SIDE BEARER’.
04.07.1989 Repair ‘VEHICLE STENCILS’.
04.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 90 Y’
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 90 Y’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 90 Y’
11.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.11.1989 Repair ‘HANDBRAKE HANDLE’.
11.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.11.1989 Repair ‘VEHICLE COMPLETE’.
11.11.1989 Repair ‘VEHICLE COMPLETE’.
11.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 90 Y’
15.02.1990 Repair ‘BRAKE BLOCK RB95’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 90 Y’
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘BRAKE LEVER’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 90 Y’
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1990 Repair ‘BRAKE LEVER’.
25.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 90 Y’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

03.12.1992 Repair ‘STEP’.
03.12.1992 Repair ‘STEP’.
03.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 90 Y’
03.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 90 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AQTY 90 Y’
27.05.1994 Repair ‘CARD OR CLIP HOLDER’.
27.05.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.05.1994 Repair ‘COUPLER COMPLETE’.
27.05.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1994 Repair ‘COUPLER KNUCKLE’.
27.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
27.05.1994 Repair ‘DRAFT GEAR POCKET’.
27.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1994 Repair ‘END HOSE’.
27.05.1994 Repair ‘HANDRAILS END’.
27.05.1994 Repair ‘STEP’.
27.05.1994 Repair ‘TRANSOM’.
27.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
27.05.1994 Repair ‘WEAR PLATES & SADDLES’.
27.05.1994 Repair ‘YOKE CARRIER’.
27.05.1994 Repair ‘YOKE COMPLETE’.
27.05.1994 Repair ‘YOKE FOLLOWER’.
27.05.1994 Repair ‘YOKE PIN’.
27.05.1994 Repair ‘YOKE SUPPORT PLATE LINER’.
27.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 90 Y’
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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31.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘AQTY 90 Y’

19.09.1994 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 91

Details: wagon ‘RQTY 91 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.01.1996
Due Triple Valve: 01.12.1988
Last Brake Cylinder: 09.11.1991
Last Single Car Test: 03.03.1992
Last Lift: 13.06.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1989 Repair ‘SIDE BEARER’.
07.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 91 A’
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13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 91 A’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

09.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1991 Repair ‘VEHICLE COMPLETE’.
09.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 91 A’
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE COMPLETE’.
28.02.1992 Repair ‘COUPLER COMPLETE’.
28.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1992 Repair ‘TRAIN PIPE (END)’.
28.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 91 A’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘HANDRAILS END’.
25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘STEP’.
25.03.1992 Repair ‘TOP CENTRE PLATE’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 91 A’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.08.1992 Repair ‘BRAKE PULL ROD’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 91 A’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 91 A’
03.12.1992 Repair ‘LASHING POINT’.
03.12.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 91 A’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
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DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.05.1993 Repair ‘WEAR PLATES & SADDLES’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 91 A’
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 91 A’
22.09.1993 Repair ‘STEP’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 91 A’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRAKE BLOCK RB101’.
29.10.1993 Repair ‘BRAKE CONTROL PIPE’.
29.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 91 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 91 A’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 92

Details: wagon ‘RQTY 92 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 12.11.1975
Operating System: AN
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Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.05.1996
Due Triple Valve: 01.05.1988
Last Triple Valve: 21.06.1988
Last Brake Cylinder: 14.07.1993
Last Single Car Test: 16.07.1993
Last Lift: 11.05.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 92 J’
08.11.1989 Repair ‘HANDRAILS END’.
08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 92 J’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘BRAKE PULL ROD’.
20.02.1992 Repair ‘SIDE BEARER’.
20.02.1992 Repair ‘TOP CENTRE PLATE’.
20.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 92 J’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BEARERS’.
12.05.1992 Repair ‘BOGIE COMPLETE’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘HANDRAILS END’.
12.05.1992 Repair ‘SIDE BEARER’.
12.05.1992 Repair ‘STEP’.
12.05.1992 Repair ‘TOP CENTRE PLATE’.
12.05.1992 Repair ‘TWIST LOCK’.
12.05.1992 Repair ‘TWIST LOCK’.
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12.05.1992 Repair ‘VEHICLE RECLASSIFY’.
12.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 92 J’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘BOGIE SPRING’.
30.06.1992 Repair ‘BRAKE PULL ROD’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1992 Repair ‘STANCHION’.
30.06.1992 Repair ‘VEHICLE RETARE’.
30.06.1992 Repair ‘VEHICLE STENCILS’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 92 J’
17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
17.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 92 J’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Repair ‘VEHICLE COMPLETE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 92 J’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BRAKE BLOCK RB101’.
30.04.1993 Repair ‘WEAR PLATES & SADDLES’.
30.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 92 J’
13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1993 Repair ‘VEHICLE COMPLETE’.
13.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 92 J’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 92 J’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘HANDBRAKE HANDLE’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 92 J’
25.10.1993 Repair ‘STEP’.
25.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 92 J’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.
(NRC026)’. New class: ‘RQTY’.

06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 92 J’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘AQTY 92 J’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 93

Details: wagon ‘RQTY 93 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 20.11.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 12.11.1995
Due Triple Valve: 02.09.1992
Last Triple Valve: 06.11.1991
Last Brake Cylinder: 06.11.1991
Last Single Car Test: 28.05.1992
Last Lift: 16.02.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘BOGIE COMPLETE’.
17.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.10.1990 Repair ‘COUPLER COMPLETE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘END BRAKE COCK’.
17.10.1990 Repair ‘END HOSE’.
17.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1990 Repair ‘LASHING POINT’.
17.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1990 Repair ‘RELAY VALVE’.
17.10.1990 Repair ‘TRAIN PIPE (END)’.
17.10.1990 Repair ‘TRAIN PIPE’.
17.10.1990 Repair ‘TWIST LOCK’.
17.10.1990 Repair ‘WEAR PLATES & SADDLES’.
17.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 93 S’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘BRAKE LEVER’.
13.03.1991 Repair ‘COUPLER COMPLETE’.
13.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.03.1991 Repair ‘END HOSE’.
13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.03.1991 Repair ‘TRAIN PIPE (END)’.
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 93 S’
13.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 93 S’
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1991 Repair ‘COUPLER KNUCKLE’.
27.03.1991 Repair ‘EMPTY LOAD VALVE’.
27.03.1991 Repair ‘GRADE CONTROL VALVE’.
27.03.1991 Repair ‘STANCHION’.
27.03.1991 Repair ‘VEHICLE RETARE’.
27.03.1991 Repair ‘VEHICLE STENCILS’.
27.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘EMPTY LOAD VALVE’.
02.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
27.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘COUPLER KNUCKLE’.
25.10.1991 Repair ‘EMPTY LOAD VALVE’.
25.10.1991 Repair ‘GRADE CONTROL VALVE’.
25.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.11.1991 Repair ‘COUPLER KNUCKLE’.
06.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘YOKE CARRIER’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BOGIE BEARERS’.
28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘BRAKE PULL ROD’.
28.05.1992 Repair ‘END BRAKE COCK’.
28.05.1992 Repair ‘HANDRAILS END’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Repair ‘STEP’.
28.05.1992 Repair ‘TOP CENTRE PLATE’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Repair ‘VEHICLE COMPLETE’.
28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 93 S’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BRAKE BLOCK OTHER’.
03.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 93 S’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.06.1993 Repair ‘WEAR PLATES & SADDLES’.
23.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 93 S’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 93 S’
30.08.1993 Repair ‘STEP’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 93 S’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BEARERS’.
14.10.1993 Repair ‘BRAKE BLOCK RB101’.
14.10.1993 Repair ‘BRAKE LEVER’.
14.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1993 Repair ‘VEHICLE COMPLETE’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.11.1993 Repair ‘VEHICLE COMPLETE’.
12.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 93 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘AQTY 93 S’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 94

Details: wagon ‘RQTY 94 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
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Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 01.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 21.05.1996
Due Triple Valve: 01.10.1987
Last Triple Valve: 03.04.1990
Last Brake Cylinder: 24.05.1988
Last Single Car Test: 23.01.1992
Last Lift: 01.12.1975
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BOGIE BEARERS’.
03.04.1990 Repair ‘BRAKE LEVER’.
03.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘VEHICLE COMPLETE’.
03.04.1990 Repair ‘WHEEL SET’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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22.01.1992 Repair ‘BOGIE COMPLETE’.
22.01.1992 Repair ‘COUPLER COMPLETE’.
22.01.1992 Repair ‘COUPLER KNUCKLE’.
22.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.01.1992 Repair ‘SIDE BEARER’.
22.01.1992 Repair ‘TOP CENTRE PLATE’.
22.01.1992 Repair ‘YOKE COMPLETE’.
22.01.1992 Repair ‘YOKE COMPLETE’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 94 E’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
04.03.1992 Repair ‘VEHICLE RECLASSIFY’.
04.03.1992 Repair ‘VEHICLE STENCILS’.
04.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 94 E’
06.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 94 E’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
25.11.1992 Repair ‘BOGIE COMPLETE’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

05.01.1993 Repair ‘VEHICLE COMPLETE’.
05.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘EMPTY LOAD VALVE’.
11.01.1993 Repair ‘GRADE CONTROL VALVE’.
11.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
29.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 94 E’
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1993 Repair ‘HANDBRAKE HANDLE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
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12.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘EMPTY LOAD VALVE’.
12.10.1993 Repair ‘GRADE CONTROL VALVE’.
12.10.1993 Repair ‘TOP CENTRE PLATE’.
12.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 94 E’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 95

Details: wagon ‘RQTY 95 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC HS AD CM CN CH
Return to Service Date: 21.03.1996
Due Triple Valve: 01.03.1991
Last Brake Cylinder: 19.06.1992
Last Single Car Test: 19.06.1992
Last Lift: 05.05.1987
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 95 N’
24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.11.1989 Repair ‘STANCHION’.
24.11.1989 Repair ‘TRAIN PIPE (END)’.
24.11.1989 Repair ‘VEHICLE RETARE’.
24.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1990 Repair ‘TRAIN PIPE’.
10.01.1990 Repair ‘WHEEL SET’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘WHEEL SET’.
18.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
06.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 95 N’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘COUPLER KNUCKLE’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
01.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘VEHICLE STENCILS’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
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49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘EMPTY LOAD VALVE’.
20.08.1991 Repair ‘GRADE CONTROL VALVE’.
20.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BEARERS’.
19.06.1992 Repair ‘BOGIE COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘HANDRAILS END’.
19.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1992 Repair ‘SIDE BEARER’.
19.06.1992 Repair ‘STEP’.
19.06.1992 Repair ‘TOP CENTRE PLATE’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘TWIST LOCK’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘VEHICLE RECLASSIFY’.
19.06.1992 Repair ‘YOKE CARRIER’.
19.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 95 N’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BRAKE BLOCK OTHER’.
22.01.1993 Repair ‘COUPLER KNUCKLE’.
22.01.1993 Repair ‘EMPTY LOAD VALVE’.
22.01.1993 Repair ‘GRADE CONTROL VALVE’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
15.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 95 N’
18.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1993 Repair ‘COUPLER KNUCKLE’.
18.06.1993 Repair ‘EMPTY LOAD VALVE’.
18.06.1993 Repair ‘GRADE CONTROL VALVE’.
18.06.1993 Repair ‘WHEEL SET’.
18.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
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15.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 95 N’
05.10.1993 Repair ‘BRAKE BLOCK RB101’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 95 N’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.10.1993 Repair ‘BRAKE BLOCK RB101’.
29.10.1993 Repair ‘SIDE BEARER’.
29.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 95 N’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 95 N’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
30.12.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 96

Details: wagon ‘RQTY 96 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 09.01.1976
Operating System: AN
Intended Use: CONTAINERS
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Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1996
Last Brake Cylinder: 22.07.1993
Last Single Car Test: 22.07.1993
Last Lift: 09.03.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

18.12.1989 Repair ‘VEHICLE COMPLETE’.
18.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 96 W’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘GRADE CONTROL VALVE’.
30.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.04.1990 Repair ‘STANCHION’.
30.04.1990 Repair ‘VEHICLE RETARE’.
30.04.1990 Repair ‘VEHICLE STENCILS’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 96 W’
27.06.1990 Repair ‘BRAKE LEVER’.
27.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 96 W’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘CARD OR CLIP HOLDER’.
20.06.1991 Repair ‘EMPTY LOAD VALVE’.
20.06.1991 Repair ‘GRADE CONTROL VALVE’.
20.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 96 W’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘BOGIE BEARERS’.
05.06.1992 Repair ‘BOGIE COMPLETE’.
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05.06.1992 Repair ‘BRAKE PULL ROD’.
05.06.1992 Repair ‘HANDRAILS END’.
05.06.1992 Repair ‘SIDE BEARER’.
05.06.1992 Repair ‘STEP’.
05.06.1992 Repair ‘TOP CENTRE PLATE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘VEHICLE COMPLETE’.
05.06.1992 Repair ‘VEHICLE RECLASSIFY’.
05.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 96 W’
29.08.1992 Repair ‘TWIST LOCK’.
29.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 96 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BRAKE PULL ROD’.
21.07.1993 Repair ‘COUPLER KNUCKLE’.
21.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.07.1993 Repair ‘VEHICLE COMPLETE’.
21.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 96 W’
14.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 96 W’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘EMPTY LOAD VALVE’.
22.09.1993 Repair ‘GRADE CONTROL VALVE’.
22.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 96 W’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BOGIE BEARERS’.
25.10.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 96 W’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 96 W’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRANCH PIPE’.
27.01.1994 Repair ‘EMPTY LOAD VALVE’.
27.01.1994 Repair ‘VEHICLE COMPLETE’.
27.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 96 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.
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(NRC026)’. New class: ‘RQTY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 96 W’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 97

Details: wagon ‘RQTY 97 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 09.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 29.01.1996
Last Brake Cylinder: 28.01.1993
Last Single Car Test: 27.10.1989
Last Lift: 27.10.1986
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

01.12.1987 Alteration complete ‘FIT 2 NO. B.K. ‘2CM’ PRIMARY SUSPENSION
BOGIES WITH ‘STUCKI’ RB-14 RSB & CAGES TO 1 NO. ‘AQCX’ WAGON FOR
TRIAL. ‘AQCX’ TO BE RECLASSIFIED ‘AQCY‘. BOGIES TO BE STENCILLED
‘TEST BOGIE - 2CM’. NB. B.K. HAVE SUPPLIED BOGIES FREE OF CHARGE
INCLUDING CENTREPLATES. A.N. IS TO SUPPLY WHEELSETS (1435MM GA.) &
STUCKI RB-14 RSB COMPLETE WITH CAGES. (RS4244)’. New class: ‘AQCY’.

11.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 97 X’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.
24.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘TOP CENTRE PLATE’.
06.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 97 X’
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.10.1989 Repair ‘TOP CENTRE PLATE’.
26.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 97 X’
05.05.1990 Repair ‘BRAKE BLOCK RB95’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 97 X’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE BLOCK RB95’.
04.12.1990 Repair ‘BRAKE PULL ROD’.
04.12.1990 Repair ‘WHEEL SET’.
04.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 97 X’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

20.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.07.1991 Repair ‘VEHICLE COMPLETE’.
20.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
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21.10.1991 Repair ‘WHEEL SET’.
21.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
19.12.1991 Repair ‘WHEEL SET’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARERS’.
15.04.1992 Repair ‘BRAKE PULL ROD’.
15.04.1992 Repair ‘HANDRAILS END’.
15.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1992 Repair ‘SIDE BEARER’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘TWIST LOCK’.
15.04.1992 Repair ‘VEHICLE COMPLETE’.
15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 97 X’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE BEARINGS’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘WHEEL SET’.
28.01.1993 Repair ‘YOKE CARRIER’.
28.01.1993 Repair ‘YOKE FOLLOWER’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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12.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 97 X’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 97 X’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 97 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 97 X’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 98

Details: wagon ‘RQTY 98 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 19.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 11.01.1996
Last Triple Valve: 18.08.1992
Last Brake Cylinder: 16.03.1993
Last Single Car Test: 17.01.1991
Last Lift: 17.03.1986
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘TRAIN PIPE (END)’.
06.02.1990 Repair ‘TRAIN PIPE’.
06.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 98 R’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BRAKE PULL ROD’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘AQTY 98 R’
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 98 R’
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘TWIST LOCK’.
08.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 98 R’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘COUPLER KNUCKLE’.
25.09.1991 Repair ‘EMPTY LOAD VALVE’.
25.09.1991 Repair ‘GRADE CONTROL VALVE’.
25.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘CENTRE SILL’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘DRAFT GEAR POCKET’.
27.02.1992 Repair ‘HANDRAILS END’.
27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘TOP CENTRE PLATE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
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27.02.1992 Repair ‘VEHICLE RECLASSIFY’.
27.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 98 R’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 98 R’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘END BRAKE COCK’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 98 R’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE BLOCK RB95’.
07.05.1992 Repair ‘BRAKE PULL ROD’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 98 R’
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 98 R’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BRAKE BLOCK RB101’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘AQTY 98 R’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
14.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.09.1992 Repair ‘BRAKE BLOCK RB95’.
14.09.1992 Repair ‘BRAKE PULL ROD’.
14.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE LEVER’.
10.11.1993 Repair ‘COUPLER KNUCKLE’.
10.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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10.11.1993 Repair ‘VEHICLE COMPLETE’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
21.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 98 R’
15.02.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE RECLASSIFY’.
29.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 98 R’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 98 R’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 99

Details: wagon ‘RQTY 99 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 24.12.1975
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ
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Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 08.03.1996
Due Triple Valve: 01.11.1996
Last Triple Valve: 13.02.1991
Last Brake Cylinder: 19.01.1993
Last Single Car Test: 02.03.1994
Last Lift: 25.11.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 99 D’
01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
01.08.1989 Repair ‘BRAKE LEVER’.
01.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1989 Repair ‘COUPLER KNUCKLE’.
01.08.1989 Repair ‘EMPTY LOAD VALVE’.
01.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
18.08.1989 Repair ‘HANDRAILS END’.
18.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 99 D’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BRANCH PIPE’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘HANDRAILS END’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
13.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 99 D’
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1990 Repair ‘BRAKE BLOCK RB95’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
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16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
14.03.1990 Repair ‘END BRAKE COCK’.
14.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 99 D’
24.03.1990 Repair ‘END HOSE’.
24.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 99 D’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘VEHICLE STENCILS’.
11.05.1990 Repair ‘WHEEL SET’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘BOGIE COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE BLOCK RB95’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Repair ‘VEHICLE COMPLETE’.
13.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

14.09.1991 Repair ‘BOGIE COMPLETE’.
14.09.1991 Repair ‘BRAKE PULL ROD’.
14.09.1991 Repair ‘COUPLER COMPLETE’.
14.09.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 99 D’
12.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 99 D’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE COMPLETE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BEARERS’.
06.04.1992 Repair ‘BRAKE PULL ROD’.
06.04.1992 Repair ‘HANDRAILS END’.
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06.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1992 Repair ‘SIDE BEARER’.
06.04.1992 Repair ‘TOP CENTRE PLATE’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘TWIST LOCK’.
06.04.1992 Repair ‘VEHICLE COMPLETE’.
06.04.1992 Repair ‘VEHICLE RECLASSIFY’.
06.04.1992 Repair ‘VEHICLE STENCILS’.
06.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 99 D’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘CARD OR CLIP HOLDER’.
07.01.1993 Repair ‘LASHING POINT’.
07.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQTY 99 D’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BOGIE BOLSTER’.
18.01.1993 Repair ‘LASHING POINT’.
18.01.1993 Repair ‘LASHING POINT’.
18.01.1993 Repair ‘LASHING POINT’.
18.01.1993 Repair ‘STEP’.
18.01.1993 Repair ‘TWIST LOCK’.
18.01.1993 Repair ‘VEHICLE COMPLETE’.
18.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
09.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 99 D’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 99 D’
13.07.1993 Repair ‘WHEEL SET’.
13.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 99 D’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘COUPLER KNUCKLE’.
13.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
05.10.1993 Repair ‘BRAKE BLOCK RB101’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 99 D’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQTY 99 D’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BOGIE BEARERS’.
14.10.1993 Repair ‘BRAKE BLOCK RB101’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
01.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1994 Repair ‘END BRAKE COCK’.
01.03.1994 Repair ‘END HOSE’.
01.03.1994 Repair ‘STEP’.
01.03.1994 Repair ‘TRAIN PIPE (END)’.
01.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 99 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 99 D’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
18.06.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 100

Details: wagon ‘RQTY 100 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 29.01.1976
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.02.1996
Due Triple Valve: 01.11.1996
Last Brake Cylinder: 06.09.1988
Last Lift: 01.03.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX, AFKX’ TO
HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE TARE MASS
CORRECTED. (RS4325)’.

14.07.1989 Repair ‘HANDRAILS END’.
14.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 100 S’
03.10.1989 Repair ‘HANDRAILS END’.
03.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 100 S’
08.12.1989 Repair ‘HANDRAILS END’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 100 S’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘HANDRAILS END’.
25.01.1990 Repair ‘TRAIN PIPE (END)’.
25.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 100 S’
02.03.1990 Repair ‘END HOSE’.
02.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 100 S’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

30.06.1991 Repair ‘HANDRAILS END’.
30.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 100 S’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARERS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘HANDRAILS END’.
19.03.1992 Repair ‘SIDE BEARER’.
19.03.1992 Repair ‘TOP CENTRE PLATE’.

19770



2.718. Wagon classification starting with ‘RQT’

19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 100 S’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 100 S’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
25.06.1993 Repair ‘ISOLATING COCK’.
25.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 100 S’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1993 Repair ‘BRAKE BLOCK RB101’.
21.09.1993 Repair ‘BRAKE CONTROL PIPE’.
21.09.1993 Repair ‘BRAKE PULL ROD’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘EMPTY LOAD VALVE’.
21.09.1993 Repair ‘GRADE CONTROL VALVE’.
21.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 100 S’
11.10.1993 Repair ‘STEP’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 100 S’
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 100 S’
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 100 S’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 100 S’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 100 S’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 100 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.

19771



2. TIMS GROUP INFORMATION - WAGONS

26.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘AQTY 100 S’

21.05.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 101

Details: wagon ‘RQTY 101 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 26.02.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 07.01.1996
Last Brake Cylinder: 05.09.1991
Last Single Car Test: 04.06.1992
Last Lift: 04.08.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
01.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.09.1989 Repair ‘WEAR PLATES & SADDLES’.
01.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 101 E’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRAKE LEVER’.
20.03.1990 Repair ‘HANDRAILS END’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
03.05.1990 Repair ‘HANDRAILS END’.
03.05.1990 Repair ‘STEP’.
03.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 101 E’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE COMPLETE’.
01.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
05.09.1991 Repair ‘GRADE CONTROL VALVE’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 101 E’
16.04.1992 Repair ‘HANDRAILS END’.
16.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 101 E’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
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04.06.1992 Repair ‘BRAKE PULL ROD’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘HANDRAILS END’.
04.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘STEP’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 101 E’
08.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.08.1992 Repair ‘BRAKE PIN’.
08.08.1992 Repair ‘BRAKE PULL ROD’.
08.08.1992 Repair ‘COUPLER KNUCKLE’.
08.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

21.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1993 Repair ‘BOGIE BEARERS’.
21.01.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
21.01.1993 Repair ‘COUPLER KNUCKLE’.
21.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
21.01.1993 Repair ‘EMPTY LOAD VALVE’.
21.01.1993 Repair ‘GRADE CONTROL VALVE’.
21.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 101 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 101 E’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 101 E’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
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15.12.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 102

Details: wagon ‘RQTY 102 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 26.02.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 30.11.1995
Due Triple Valve: 07.02.1990
Last Brake Cylinder: 21.06.1991
Last Single Car Test: 03.04.1989
Last Lift: 20.03.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’
‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

14.05.1991 Repair ‘VEHICLE COMPLETE’.
14.05.1991 Repair ‘VEHICLE STENCILS’.
14.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 102 N’
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23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘COUPLER KNUCKLE’.
21.06.1991 Repair ‘EMPTY LOAD VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘GRADE CONTROL VALVE’.
21.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 102 N’
23.03.1992 Repair ‘HANDRAILS END’.
23.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 102 N’
20.04.1992 Repair ‘HANDRAILS END’.
20.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 102 N’
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE BEARERS’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
01.05.1992 Repair ‘HANDRAILS’.
01.05.1992 Repair ‘SIDE BEARER’.
01.05.1992 Repair ‘TOP CENTRE PLATE’.
01.05.1992 Repair ‘TWIST LOCK’.
01.05.1992 Repair ‘VEHICLE RECLASSIFY’.
01.05.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 102 N’
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1992 Repair ‘COUPLER KNUCKLE’.
30.06.1992 Repair ‘EMPTY LOAD VALVE’.
30.06.1992 Repair ‘GRADE CONTROL VALVE’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 102 N’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BRAKE CONTROL PIPE’.
27.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 102 N’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BRAKE PULL ROD’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 102 N’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘END BRAKE COCK’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘TOP CENTRE PLATE’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 102 N’
24.10.1993 Repair ‘BOGIE COMPLETE’.
24.10.1993 Repair ‘VEHICLE COMPLETE’.
24.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 102 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 102 N’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 102 N’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 103

Details: wagon ‘RQTY 103 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 26.02.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ
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Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.05.1996
Last Triple Valve: 14.02.1990
Last Brake Cylinder: 24.01.1994
Last Single Car Test: 06.03.1991
Last Lift: 24.06.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 103 W’
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.10.1989 Repair ‘COUPLER KNUCKLE’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘EMPTY LOAD VALVE’.
19.10.1989 Repair ‘END BRAKE COCK’.
19.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
24.10.1989 Repair ‘YOKE CARRIER’.
24.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 103 W’
05.01.1990 Repair ‘VEHICLE COMPLETE’.
05.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 103 W’
13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.02.1990 Repair ‘DRAFT GEAR POCKET’.
13.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘TOP CENTRE PLATE’.
13.02.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘AQTY 103 W’
21.03.1990 Repair ‘HANDRAILS END’.
21.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 103 W’
05.05.1990 Repair ‘HANDRAILS END’.
05.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 103 W’
06.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE PULL ROD’.
04.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 103 W’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

31.05.1991 Repair ‘HANDRAILS END’.
31.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 103 W’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRAKE LEVER’.
06.06.1991 Repair ‘COUPLER KNUCKLE’.
06.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE BEARERS’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘HANDRAILS END’.
11.03.1992 Repair ‘SIDE BEARER’.
11.03.1992 Repair ‘TOP CENTRE PLATE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE COMPLETE’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
11.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 103 W’
23.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 103 W’
04.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
04.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 103 W’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 103 W’
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21.09.1992 Repair ‘TWIST LOCK’.
21.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 103 W’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.04.1993 Repair ‘BRAKE LEVER’.
02.04.1993 Repair ‘COUPLER KNUCKLE’.
02.04.1993 Repair ‘EMPTY LOAD VALVE’.
02.04.1993 Repair ‘GRADE CONTROL VALVE’.
02.04.1993 Repair ‘TRAIN PIPE (END)’.
02.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 103 W’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
08.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
24.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1994 Repair ‘COUPLER KNUCKLE’.
24.01.1994 Repair ‘EMPTY LOAD VALVE’.
24.01.1994 Repair ‘GRADE CONTROL VALVE’.
24.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 103 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
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15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 103 W’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
11.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
12.05.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 104

Details: wagon ‘RQTY 104 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 22.04.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 10.12.1995
Last Brake Cylinder: 13.05.1992
Last Single Car Test: 10.02.1991
Last Lift: 21.08.1986
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 104 X’
26.01.1990 Repair ‘END HOSE’.
26.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 104 X’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘CARD OR CLIP HOLDER’.
21.03.1990 Repair ‘COUPLER KNUCKLE’.
21.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.03.1990 Repair ‘SIDE BEARER’.
21.03.1990 Repair ‘TRAIN PIPE (END)’.
21.03.1990 Repair ‘VEHICLE RETARE’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE SPRING’.
20.12.1990 Repair ‘STEP’.
20.12.1990 Repair ‘TRAIN PIPE’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 104 X’
02.02.1991 Repair ‘BOGIE COMPLETE’.
02.02.1991 Repair ‘VEHICLE COMPLETE’.
02.02.1991 Repair ‘VEHICLE STENCILS’.
02.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 104 X’
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘HANDRAILS END’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 104 X’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BEARERS’.
09.12.1991 Repair ‘TOP CENTRE PLATE’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 104 X’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

19782



2.718. Wagon classification starting with ‘RQT’

11.03.1992 Repair ‘BOGIE BEARERS’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘HANDRAILS END’.
11.03.1992 Repair ‘SIDE BEARER’.
11.03.1992 Repair ‘TOP CENTRE PLATE’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘TWIST LOCK’.
11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Repair ‘VEHICLE STENCILS’.
11.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 104 X’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1992 Repair ‘COUPLER KNUCKLE’.
24.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘COUPLER KNUCKLE’.
13.05.1992 Repair ‘EMPTY LOAD VALVE’.
13.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 104 X’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 104 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

10.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1993 Repair ‘COUPLER KNUCKLE’.
10.03.1993 Repair ‘EMPTY LOAD VALVE’.
10.03.1993 Repair ‘GRADE CONTROL VALVE’.
10.03.1993 Repair ‘STANCHION’.
10.03.1993 Repair ‘VEHICLE RETARE’.
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
10.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.09.1993 Repair ‘TOP CENTRE PLATE’.
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02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.10.1993 Repair ‘WEAR PLATES & SADDLES’.
06.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 104 X’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
21.03.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 104 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
29.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 104 X’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 105

Details: wagon ‘RQTY 105 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 08.03.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ
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Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: WR CM CN AD CH
Return to Service Date: 24.09.1995
Due Triple Valve: 01.04.1991
Last Triple Valve: 10.01.1994
Last Brake Cylinder: 07.09.1993
Last Single Car Test: 10.01.1994
Last Lift: 16.01.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BOGIE BEARERS’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.07.1989 Repair ‘STANCHION’.
19.07.1989 Repair ‘VEHICLE RETARE’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 105 R’
28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 105 R’
02.07.1990 Repair ‘HANDRAILS END’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 105 R’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘HANDBRAKE HANDLE’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 105 R’
15.12.1990 Repair ‘HANDRAILS END’.
15.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 105 R’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

14.05.1991 Repair ‘END BRAKE COCK’.
14.05.1991 Repair ‘END HOSE’.
14.05.1991 Repair ‘TRAIN PIPE (END)’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 105 R’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
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07.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1993 Repair ‘TWIST LOCK’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 105 R’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BOGIE BEARERS’.
07.01.1994 Repair ‘BOGIE COMPLETE’.
07.01.1994 Repair ‘BRAKE PULL ROD’.
07.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.01.1994 Repair ‘EMPTY LOAD VALVE’.
07.01.1994 Repair ‘END COMPLETE’.
07.01.1994 Repair ‘GRADE CONTROL VALVE’.
07.01.1994 Repair ‘HANDBRAKE HANDLE’.
07.01.1994 Repair ‘SIDE BEARER’.
07.01.1994 Repair ‘VEHICLE RECLASSIFY’.
07.01.1994 Repair ‘WHEEL SET’.
07.01.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 105 R’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 105 R’
28.02.1994 Repair ‘COUPLER KNUCKLE’.
28.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 105 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 105 R’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 106

Details: wagon ‘RQTY 106 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-6
Date Built: 30.03.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CH
Return to Service Date: 14.10.1995
Last Lift: 10.10.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BRAKE CONTROL PIPE’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
30.08.1989 Repair ‘EMPTY LOAD VALVE’.
30.08.1989 Repair ‘GRADE CONTROL VALVE’.
30.08.1989 Repair ‘HANDRAILS END’.
30.08.1989 Repair ‘STANCHION’.
30.08.1989 Repair ‘VEHICLE RETARE’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
15.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 106 D’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE LEVER’.
23.01.1990 Repair ‘BRAKE PIN’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1990 Repair ‘BRAKE LEVER’.
30.04.1990 Repair ‘COUPLER KNUCKLE’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Repair ‘WHEEL SET’.
30.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
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22.07.1990 Repair ‘BRAKE LEVER’.
22.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 106 D’
04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1990 Repair ‘BRAKE PULL ROD’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
04.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1990 Repair ‘COUPLER KNUCKLE’.
31.08.1990 Repair ‘EMPTY LOAD VALVE’.
31.08.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘EMPTY LOAD VALVE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
22.04.1991 Repair ‘BOGIE COMPLETE’.
22.04.1991 Repair ‘VEHICLE COMPLETE’.
22.04.1991 Repair ‘VEHICLE STENCILS’.
22.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 106 D’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER
CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘COUPLER KNUCKLE’.
27.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
27.02.1992 Repair ‘HANDRAILS END’.
27.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

19788



2.718. Wagon classification starting with ‘RQT’

27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘TOP CENTRE PLATE’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Repair ‘VEHICLE RECLASSIFY’.
27.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 106 D’
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
15.10.1992 Repair ‘BRANCH PIPE’.
15.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 106 D’
01.12.1992 Repair ‘BRAKE CONTROL PIPE’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
15.12.1992 Repair ‘BRAKE LEVER’.
15.12.1992 Repair ‘BRAKE PIN’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘COUPLER KNUCKLE’.
15.12.1992 Repair ‘EMPTY LOAD VALVE’.
15.12.1992 Repair ‘GRADE CONTROL VALVE’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BOGIE BEARERS’.
16.11.1993 Repair ‘BRAKE BLOCK OTHER’.
16.11.1993 Repair ‘CARD OR CLIP HOLDER’.
16.11.1993 Repair ‘EMPTY LOAD VALVE’.
16.11.1993 Repair ‘VEHICLE COMPLETE’.
16.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BOGIE SPRING’.
02.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 106 D’
03.02.1994 Repair ‘BOGIE SPRING’.
03.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 106 D’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 106 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
19.06.1994 Repair ‘VEHICLE RECLASSIFY’.
19.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

19789



2. TIMS GROUP INFORMATION - WAGONS

‘AQTY 106 D’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 107

Details: wagon ‘RQTY 107 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.03.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 27.03.1996
Last Brake Cylinder: 15.12.1992
Last Single Car Test: 26.11.1993
Last Lift: 22.05.1981
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.08.1989 Repair ‘HANDRAILS’.
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06.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 107 M’
04.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 107 M’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

17.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1991 Repair ‘EMPTY LOAD VALVE’.
17.05.1991 Repair ‘GRADE CONTROL VALVE’.
17.05.1991 Repair ‘STANCHION’.
17.05.1991 Repair ‘VEHICLE RETARE’.
17.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRANCH PIPE’.
06.12.1991 Repair ‘CARD OR CLIP HOLDER’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARERS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘HANDRAILS END’.
19.03.1992 Repair ‘SIDE BEARER’.
19.03.1992 Repair ‘TOP CENTRE PLATE’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 107 M’
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 107 M’
04.09.1992 Repair ‘HANDRAILS END’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 107 M’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
15.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
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23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘COUPLER COMPLETE’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Repair ‘EMPTY LOAD VALVE’.
29.01.1993 Repair ‘GRADE CONTROL VALVE’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.02.1993 Repair ‘BRAKE PULL ROD’.
05.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 107 M’
16.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.04.1993 Repair ‘BRANCH PIPE’.
16.04.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 107 M’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘BRAKE BLOCK RB101’.
19.11.1993 Repair ‘BRAKE PULL ROD’.
19.11.1993 Repair ‘COUPLER COMPLETE’.
19.11.1993 Repair ‘COUPLER KNUCKLE’.
19.11.1993 Repair ‘UNDERFRAME COMPLETE’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 107 M’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 107 M’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
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21.05.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 108

Details: wagon ‘RQTY 108 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 15.10.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.01.1996
Due Triple Valve: 05.04.1987
Last Brake Cylinder: 08.08.1990
Last Single Car Test: 07.06.1991
Last Lift: 20.04.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

20.01.1990 Repair ‘HANDRAILS END’.
20.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 108 V’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BRAKE BLOCK RB95’.
16.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘STANCHION’.
16.03.1990 Repair ‘VEHICLE RETARE’.
16.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
03.04.1990 Repair ‘EMPTY LOAD VALVE’.
03.04.1990 Repair ‘GRADE CONTROL VALVE’.
03.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘END BRAKE COCK’.
24.07.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1990 Repair ‘TRAIN PIPE (END)’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
26.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
26.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘HANDRAILS END’.
15.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 108 V’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BRANCH PIPE’.
06.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 108 V’
25.06.1991 Repair ‘VEHICLE COMPLETE’.
25.06.1991 Repair ‘VEHICLE STENCILS’.
25.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 108 V’
08.07.1991 Repair ‘STEP’.
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08.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 108 V’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 108 V’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.11.1992 Repair ‘TOP CENTRE PLATE’.
05.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 108 V’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘EMPTY LOAD VALVE’.
01.03.1993 Repair ‘GRADE CONTROL VALVE’.
01.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Repair ‘WEAR PLATES & SADDLES’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 108 V’
27.09.1993 Repair ‘BRAKE BLOCK RB101’.
27.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 108 V’
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 108 V’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.
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(NRC026)’. New class: ‘RQTY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 108 V’
06.10.1994 Repair ‘BOGIE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 109

Details: wagon ‘RQTY 109 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 27.10.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 12.04.1996
Last Brake Cylinder: 03.04.1990
Last Single Car Test: 15.03.1991
Last Lift: 24.09.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘BRAKE CONTROL PIPE’.
03.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1990 Repair ‘COUPLER KNUCKLE’.
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03.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.04.1990 Repair ‘STANCHION’.
03.04.1990 Repair ‘VEHICLE RETARE’.
03.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘CENTRE SILL’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.06.1990 Repair ‘YOKE COMPLETE’.
18.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘TRAIN PIPE (END)’.
14.03.1991 Repair ‘VEHICLE COMPLETE’.
14.03.1991 Repair ‘VEHICLE STENCILS’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 109 H’
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 109 H’
20.03.1991 Repair ‘END BRAKE COCK’.
20.03.1991 Repair ‘END HOSE’.
20.03.1991 Repair ‘TRAIN PIPE (END)’.
20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 109 H’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE BEARERS’.
31.01.1992 Repair ‘BRAKE PULL ROD’.
31.01.1992 Repair ‘CENTRE SILL’.
31.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.01.1992 Repair ‘HANDRAILS END’.
31.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.01.1992 Repair ‘SIDE BEARER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Repair ‘TOP CENTRE PLATE’.
31.01.1992 Repair ‘VEHICLE RECLASSIFY’.
31.01.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 109 H’
31.01.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 109 H’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘COUPLER KNUCKLE’.
21.04.1992 Repair ‘EMPTY LOAD VALVE’.
21.04.1992 Repair ‘END BRAKE COCK’.
21.04.1992 Repair ‘END HOSE’.
21.04.1992 Repair ‘GRADE CONTROL VALVE’.
21.04.1992 Repair ‘TRAIN PIPE (END)’.
21.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘BOGIE BEARERS’.
09.10.1992 Repair ‘HOSE FITTINGS’.
09.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 109 H’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘END BRAKE COCK’.
09.03.1993 Repair ‘TRAIN PIPE (END)’.
09.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1993 Repair ‘WHEEL SET’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.06.1993 Repair ‘TOP CENTRE PLATE’.
09.06.1993 Repair ‘VEHICLE COMPLETE’.
09.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 109 H’
24.07.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 110

Details: wagon ‘RQTY 110 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 22.10.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 02.02.1996
Last Brake Cylinder: 11.07.1992
Last Lift: 04.12.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
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03.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
03.11.1989 Repair ‘EMPTY LOAD VALVE’.
03.11.1989 Repair ‘GRADE CONTROL VALVE’.
03.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1989 Repair ‘HANDRAILS’.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1989 Repair ‘STANCHION’.
03.11.1989 Repair ‘STEP’.
03.11.1989 Repair ‘VEHICLE RETARE’.
03.11.1989 Repair ‘VEHICLE STENCILS’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
04.10.1990 Repair ‘BOGIE BEARINGS’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 110 D’
30.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1990 Repair ‘BOGIE COMPLETE’.
30.10.1990 Repair ‘COUPLER KNUCKLE’.
30.10.1990 Repair ‘EMPTY LOAD VALVE’.
30.10.1990 Repair ‘GRADE CONTROL VALVE’.
30.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

24.05.1991 Repair ‘HANDRAILS END’.
24.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 110 D’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘BOGIE BEARERS’.
19.12.1991 Repair ‘BOGIE COMPLETE’.
19.12.1991 Repair ‘BRAKE PULL ROD’.
19.12.1991 Repair ‘CENTRE SILL’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘SIDE BEARER’.
19.12.1991 Repair ‘STANCHION’.
19.12.1991 Repair ‘TOP CENTRE PLATE’.
19.12.1991 Repair ‘VEHICLE RECLASSIFY’.
19.12.1991 Repair ‘VEHICLE STENCILS’.
19.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 110 D’
16.01.1992 Repair ‘STEP’.
16.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 110 D’
25.05.1992 Repair ‘STEP’.
25.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQTY 110 D’
03.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 110 D’
11.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1992 Repair ‘COUPLER KNUCKLE’.
11.07.1992 Repair ‘EMPTY LOAD VALVE’.
11.07.1992 Repair ‘GRADE CONTROL VALVE’.
11.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘HANDBRAKE HANDLE’.
07.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
19.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
29.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
07.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
14.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 110 D’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
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02.02.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 111

Details: wagon ‘RQTY 111 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 28.10.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FXQQ

Capacity of 58 tonnes

Fleet Grp Code: RB RZ CM CN AD CH
Return to Service Date: 01.11.1995
Last Brake Cylinder: 14.09.1989
Last Single Car Test: 10.09.1992
Last Lift: 10.09.1990
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.07.1989 Repair ‘HANDRAILS END’.
15.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 111 M’
25.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 111 M’
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.09.1989 Repair ‘VEHICLE STENCILS’.
12.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQTY 111 M’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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14.08.1990 Repair ‘VEHICLE RETARE’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 111 M’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘HANDRAILS END’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Repair ‘VEHICLE COMPLETE’.
10.09.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 111 M’
08.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 111 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 111 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
14.05.1994 Repair ‘VEHICLE RECLASSIFY’.
14.05.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘AQTY 111 M’
30.05.1994 Repair ‘CARD OR CLIP HOLDER’.
30.05.1994 Repair ‘COUPLER COMPLETE’.
30.05.1994 Repair ‘COUPLER KNUCKLE’.
30.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
30.05.1994 Repair ‘COUPLER TRIGGER LEVER’.
30.05.1994 Repair ‘DRAFT GEAR POCKET’.
30.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.05.1994 Repair ‘HANDRAILS END’.
30.05.1994 Repair ‘STEP’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Repair ‘WEAR PLATES & SADDLES’.
30.05.1994 Repair ‘YOKE CARRIER’.
30.05.1994 Repair ‘YOKE COMPLETE’.
30.05.1994 Repair ‘YOKE FOLLOWER’.
30.05.1994 Repair ‘YOKE PIN’.
30.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 111 M’
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 111 M’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
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21.06.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 112

Details: wagon ‘RQTY 112 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 14.01.1996
Due Triple Valve: 01.01.1996
Last Brake Cylinder: 22.02.1991
Last Single Car Test: 11.11.1993
Last Lift: 09.01.1986
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
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30.08.1989 Repair ‘END BRAKE COCK’.
30.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.08.1989 Repair ‘TRAIN PIPE (END)’.
30.08.1989 Repair ‘VEHICLE COMPLETE’.
30.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘COUPLER KNUCKLE’.
20.09.1989 Repair ‘EMPTY LOAD VALVE’.
20.09.1989 Repair ‘GRADE CONTROL VALVE’.
20.09.1989 Repair ‘HANDBRAKE HANDLE’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘COUPLER KNUCKLE’.
22.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
22.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
13.06.1990 Repair ‘STEP’.
13.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 112 V’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE COMPLETE’.
22.02.1991 Repair ‘VEHICLE STENCILS’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Repair ‘BRAKE CONTROL PIPE’.
05.03.1991 Repair ‘BRAKE PULL ROD’.
05.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BEARERS’.
19.03.1992 Repair ‘BRAKE PULL ROD’.
19.03.1992 Repair ‘HANDRAILS END’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘VEHICLE COMPLETE’.
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19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Repair ‘VEHICLE STENCILS’.
19.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 112 V’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘WHEEL SET’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
03.08.1992 Repair ‘VEHICLE COMPLETE’.
03.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 112 V’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘WHEEL SET’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
10.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1992 Repair ‘BOGIE BEARINGS’.
10.10.1992 Repair ‘BOGIE BEARINGS’.
10.10.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.10.1992 Repair ‘COUPLER KNUCKLE’.
10.10.1992 Repair ‘EMPTY LOAD VALVE’.
10.10.1992 Repair ‘GRADE CONTROL VALVE’.
10.10.1992 Repair ‘TRAIN PIPE (END)’.
10.10.1992 Repair ‘WHEEL SET’.
10.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
07.11.1992 Repair ‘COUPLER KNUCKLE’.
07.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 112 V’
23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘BRAKE BLOCK RB101’.
23.12.1992 Repair ‘COUPLER KNUCKLE’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.11.1993 Repair ‘BRANCH PIPE’.
11.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 112 V’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 112 V’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.
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(NRC026)’. New class: ‘RQTY’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 112 V’
27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 112 V’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 113

Details: wagon ‘RQTY 113 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB F-6
Date Built: 10.11.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FXQQ

Capacity of 58 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RB CM CN CH
Return to Service Date: 15.04.1996
Last Brake Cylinder: 06.09.1990
Last Single Car Test: 25.01.1991
Last Lift: 29.03.1982
Cont Connector Type:] B
Cont Max Slots: 3
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22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1989 Repair ‘BOGIE COMPLETE’.
28.11.1989 Repair ‘BRAKE LEVER’.
28.11.1989 Repair ‘BRAKE PULL ROD’.
28.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 113 V’
06.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1990 Repair ‘BRAKE BLOCK RB95’.
06.09.1990 Repair ‘BRAKE FULCRUM BRACKET’.
06.09.1990 Repair ‘COUPLER KNUCKLE’.
06.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 113 V’
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BRAKE PULL ROD’.
24.01.1991 Repair ‘TRAIN PIPE (END)’.
24.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQCX 113 V’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
17.04.1991 Repair ‘BRAKE PIN’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQCX 113 V’
23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING

CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘TWIST LOCK’.
26.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE STENCILS’.
26.07.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQCX 113 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1994 Repair ‘COUPLER KNUCKLE’.
19.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.05.1994 Repair ‘HANDRAILS END’.
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19.05.1994 Repair ‘STEP’.
19.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1994 Repair ‘WEAR PLATES & SADDLES’.
19.05.1994 Repair ‘YOKE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQCX 113 V’
04.06.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 114

Details: wagon ‘RQTY 114 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.11.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.11.1995
Last Brake Cylinder: 30.04.1992
Last Single Car Test: 11.01.1991
Last Lift: 08.12.1981
Cont Connector Type:] B
Cont Max Slots: 3

19809



2. TIMS GROUP INFORMATION - WAGONS

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1989 Repair ‘TRAIN PIPE (END)’.
29.08.1989 Repair ‘VEHICLE STENCILS’.
29.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘AQTY 114 Q’
30.12.1989 Repair ‘HANDRAILS END’.
30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 114 Q’
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 114 Q’
12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘COUPLER KNUCKLE’.
12.01.1990 Repair ‘EMPTY LOAD VALVE’.
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
12.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
07.03.1990 Repair ‘COUPLER TRIGGER LEVER’.
07.03.1990 Repair ‘HANDRAILS END’.
07.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 114 Q’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘END BRAKE COCK’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BRAKE PULL ROD’.
09.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 114 Q’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

07.10.1991 Repair ‘STEP’.
07.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 114 Q’
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘BOGIE BEARERS’.
01.04.1992 Repair ‘BRAKE PULL ROD’.
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01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.04.1992 Repair ‘SIDE BEARER’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘TWIST LOCK’.
01.04.1992 Repair ‘VEHICLE RECLASSIFY’.
01.04.1992 Repair ‘VEHICLE STENCILS’.
01.04.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 114 Q’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BRANCH PIPE’.
30.04.1992 Repair ‘COUPLER KNUCKLE’.
30.04.1992 Repair ‘EMPTY LOAD VALVE’.
30.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘COUPLER KNUCKLE’.
20.05.1992 Repair ‘EMPTY LOAD VALVE’.
20.05.1992 Repair ‘GRADE CONTROL VALVE’.
20.05.1992 Repair ‘WHEEL SET’.
20.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BRAKE BLOCK OTHER’.
04.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.01.1993 Repair ‘GRADE CONTROL VALVE’.
04.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BRAKE BLOCK RB101’.
20.05.1993 Repair ‘WEAR PLATES & SADDLES’.
20.05.1993 Repair ‘WHEEL SET’.
20.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 114 Q’
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘WEAR PLATES & SADDLES’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 114 Q’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQTY 114 Q’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘WHEEL SET’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘SIDE BOARDS’.
30.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 114 Q’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘COUPLER KNUCKLE’.
12.11.1993 Repair ‘WHEEL SET’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
21.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 114 Q’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.12.1993 Repair ‘BRAKE LEVER’.
20.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.12.1993 Repair ‘VEHICLE COMPLETE’.
20.12.1993 Repair ‘WHEEL SET’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
27.01.1994 Repair ‘TWIST LOCK’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 114 Q’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 114 Q’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 114 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 114 Q’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.

19812



2.718. Wagon classification starting with ‘RQT’

01.11.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 115

Details: wagon ‘RQTY 115 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 11.11.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FBQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 16.05.1996
Due Triple Valve: 01.05.1997
Last Brake Cylinder: 18.03.1993
Last Lift: 01.07.1984
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
15.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
19.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQTY 115 C’

21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
25.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
22.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘COUPLER KNUCKLE’.
04.09.1989 Repair ‘EMPTY LOAD VALVE’.
04.09.1989 Repair ‘GRADE CONTROL VALVE’.
04.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
11.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
06.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
19.04.1990 Repair ‘BRAKE BLOCK RB95’.
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19.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQTY 115 C’

21.07.1990 Repair ‘BOGIE SIDEFRAME’.
21.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
24.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Repair ‘VEHICLE COMPLETE’.
31.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1990 Repair ‘VEHICLE COMPLETE’.
22.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
13.03.1991 Repair ‘HANDRAILS END’.
13.03.1991 Repair ‘TRAIN PIPE (END)’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
09.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

25.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
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01.10.1991 Repair ‘COUPLER KNUCKLE’.
01.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
16.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.10.1991 Repair ‘BRANCH PIPE’.
16.10.1991 Repair ‘VEHICLE COMPLETE’.
16.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
16.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1991 Repair ‘COUPLER KNUCKLE’.
16.11.1991 Repair ‘EMPTY LOAD VALVE’.
16.11.1991 Repair ‘GRADE CONTROL VALVE’.
16.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘EMPTY LOAD VALVE’.
27.03.1992 Repair ‘GRADE CONTROL VALVE’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
15.04.1992 Repair ‘BOGIE SPRING’.
15.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BOLSTER’.
03.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1992 Repair ‘BOGIE FRICTION WEDGE’.
03.08.1992 Repair ‘BOGIE SIDEFRAME’.
03.08.1992 Repair ‘BOGIE WEAR PLATES’.
03.08.1992 Repair ‘COUPLER KNUCKLE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘EMPTY LOAD VALVE’.
03.08.1992 Repair ‘WHEEL SET’.
03.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BOGIE BEARINGS’.
08.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.09.1992 Repair ‘COUPLER KNUCKLE’.
08.09.1992 Repair ‘EMPTY LOAD VALVE’.
08.09.1992 Repair ‘GRADE CONTROL VALVE’.
08.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.11.1992 Repair ‘COUPLER KNUCKLE’.
06.11.1992 Repair ‘EMPTY LOAD VALVE’.
06.11.1992 Repair ‘GRADE CONTROL VALVE’.
06.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
25.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1992 Repair ‘BOGIE BEARINGS’.
25.11.1992 Repair ‘BOGIE BOLSTER’.
25.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1992 Repair ‘BOGIE SIDEFRAME’.
25.11.1992 Repair ‘BOGIE SPRING’.
25.11.1992 Repair ‘BOGIE WEAR PLATES’.
25.11.1992 Repair ‘COUPLER KNUCKLE’.
25.11.1992 Repair ‘WHEEL SET’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER COMPLETE’.
18.12.1992 Repair ‘VEHICLE COMPLETE’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 115 C’
31.08.1993 Repair ‘YOKE CARRIER’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 115 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
19.05.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1994 Repair ‘COUPLER KNUCKLE’.
19.05.1994 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.05.1994 Repair ‘SIDE STEP’.
19.05.1994 Repair ‘STEP’.
19.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1994 Repair ‘WEAR PLATES & SADDLES’.
19.05.1994 Repair ‘YOKE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 115 C’
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 115 C’
02.06.1994 Repair ‘VEHICLE COMPLETE’.
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30.06.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 116

Details: wagon ‘RQTY 116 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 23.11.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 15.11.1995
Due Triple Valve: 01.12.1996
Last Brake Cylinder: 31.08.1990
Last Single Car Test: 26.10.1990
Last Lift: 07.01.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.08.1990 Repair ‘HANDRAILS END’.
30.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.08.1990 Repair ‘TOP CENTRE PLATE’.
30.08.1990 Repair ‘YOKE CARRIER’.
30.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 116 L’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.10.1990 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘BRAKE PULL ROD’.
22.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1990 Repair ‘STEP’.
22.10.1990 Repair ‘TRAIN PIPE (END)’.
22.10.1990 Repair ‘VEHICLE COMPLETE’.
22.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 116 L’
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 116 L’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘COUPLER KNUCKLE’.
02.07.1991 Repair ‘EMPTY LOAD VALVE’.
02.07.1991 Repair ‘GRADE CONTROL VALVE’.
02.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.07.1991 Repair ‘STANCHION’.
02.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 116 L’
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 116 L’
04.03.1992 Repair ‘HANDBRAKE HANDLE’.
04.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 116 L’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.03.1992 Repair ‘HANDBRAKE HANDLE’.
25.03.1992 Repair ‘HANDRAILS END’.
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25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘TOP CENTRE PLATE’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 116 L’
20.08.1992 Repair ‘STEP’.
20.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 116 L’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.10.1993 Repair ‘BRAKE PULL ROD’.
26.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 116 L’
09.11.1993 Repair ‘STEP’.
09.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 116 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 116 L’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 117

Details: wagon ‘RQTY 117 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 30.11.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.05.1996
Due Triple Valve: 01.12.1987
Last Single Car Test: 07.12.1989
Last Lift: 14.07.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘SIDE BEARER’.
07.12.1989 Repair ‘TRAIN PIPE (END)’.
07.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 117 U’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 117 U’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘HANDRAILS END’.
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25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘STEP’.
25.03.1992 Repair ‘TOP CENTRE PLATE’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
25.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 117 U’
06.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1992 Repair ‘COUPLER KNUCKLE’.
06.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
06.06.1992 Repair ‘EMPTY LOAD VALVE’.
06.06.1992 Repair ‘GRADE CONTROL VALVE’.
06.06.1992 Repair ‘STANCHION’.
06.06.1992 Repair ‘VEHICLE RETARE’.
06.06.1992 Repair ‘WHEEL SET’.
06.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 117 U’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

20.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1993 Repair ‘BRAKE BLOCK OTHER’.
20.02.1993 Repair ‘COUPLER KNUCKLE’.
20.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 117 U’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE PULL ROD’.
07.04.1993 Repair ‘WHEEL SET’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 117 U’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 117 U’
02.10.1993 Repair ‘STEP’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 117 U’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BOGIE BEARERS’.
21.01.1994 Repair ‘BRAKE BLOCK RB101’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘HANDRAILS END’.
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21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 117 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQTY 117 U’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 118

Details: wagon ‘RQTY 118 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 08.12.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 31.12.1994
Due Triple Valve: 01.02.1988
Last Brake Cylinder: 07.09.1993
Last Single Car Test: 04.06.1992
Last Lift: 13.02.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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23.12.1989 Repair ‘SIDE STEP’.
23.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 118 G’
25.07.1990 Repair ‘HANDRAILS END’.
25.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 118 G’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARERS’.
04.06.1992 Repair ‘BOGIE COMPLETE’.
04.06.1992 Repair ‘BRAKE PULL ROD’.
04.06.1992 Repair ‘END BRAKE COCK’.
04.06.1992 Repair ‘END HOSE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Repair ‘HANDRAILS END’.
04.06.1992 Repair ‘SIDE BEARER’.
04.06.1992 Repair ‘STEP’.
04.06.1992 Repair ‘TOP CENTRE PLATE’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘TWIST LOCK’.
04.06.1992 Repair ‘VEHICLE COMPLETE’.
04.06.1992 Repair ‘VEHICLE RECLASSIFY’.
04.06.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 118 G’
05.12.1992 Repair ‘STEP’.
05.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 118 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.04.1993 Repair ‘BRAKE BLOCK RB95’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
28.04.1993 Repair ‘VEHICLE STENCILS’.
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28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
14.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Repair ‘EMPTY LOAD VALVE’.
07.09.1993 Repair ‘GRADE CONTROL VALVE’.
07.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 118 G’
09.02.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 118 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 118 G’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Repair ‘VEHICLE COMPLETE’.

RQTY 119

Details: wagon ‘RQTY 119 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 16.12.1976
Operating System: AN
Intended Use: CONTAINERS
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Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 21.01.1995
Last Brake Cylinder: 22.01.1993
Last Lift: 31.07.1985
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
10.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
26.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
30.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
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12.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1989 Repair ‘WHEEL SET’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
15.12.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
13.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1990 Repair ‘COUPLER KNUCKLE’.
13.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘WHEEL SET’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘COUPLER KNUCKLE’.
02.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
21.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
11.10.1990 Repair ‘HOSE FITTINGS’.
11.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
06.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1990 Repair ‘COUPLER KNUCKLE’.
06.12.1990 Repair ‘VEHICLE COMPLETE’.
06.12.1990 Repair ‘WHEEL SET’.
06.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘COUPLER KNUCKLE’.
06.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1991 Repair ‘EMPTY LOAD VALVE’.
06.03.1991 Repair ‘GRADE CONTROL VALVE’.
06.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
22.03.1991 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘VEHICLE STENCILS’.
22.03.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 119 P’
13.04.1991 Repair ‘BRAKE BLOCK RB95’.
13.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQTY 119 P’
17.04.1991 Repair ‘BOGIE SIDEFRAME’.
17.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
04.05.1991 Repair ‘BRAKE BLOCK RB95’.
04.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

07.07.1991 Repair ‘BRAKE BLOCK RB95’.
07.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
23.07.1991 Repair ‘BOGIE SPRING’.
23.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
25.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
06.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQTY 119 P’
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘EMPTY LOAD VALVE’.
13.08.1991 Repair ‘GRADE CONTROL VALVE’.
13.08.1991 Repair ‘WEAR PLATES & SADDLES’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
09.12.1991 Repair ‘VEHICLE RECLASSIFY’.
09.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 119 P’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BRAKE PULL ROD’.
10.12.1991 Repair ‘CENTRE SILL’.
10.12.1991 Repair ‘SIDE BEARER’.
10.12.1991 Repair ‘TOP CENTRE PLATE’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Repair ‘TWIST LOCK’.
10.12.1991 Repair ‘VEHICLE COMPLETE’.
10.12.1991 Repair ‘VEHICLE STENCILS’.
10.12.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 119 P’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘BOGIE BEARERS’.
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07.01.1992 Repair ‘SIDE BEARER’.
07.01.1992 Repair ‘VEHICLE COMPLETE’.
07.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 119 P’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 119 P’
14.10.1992 Repair ‘BRAKE PULL ROD’.
14.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘BOGIE BEARINGS’.
22.01.1993 Repair ‘COUPLER KNUCKLE’.
22.01.1993 Repair ‘EMPTY LOAD VALVE’.
22.01.1993 Repair ‘GRADE CONTROL VALVE’.
22.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1993 Repair ‘WHEEL SET’.
22.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
23.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
07.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 119 P’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘COUPLER KNUCKLE’.
10.09.1993 Repair ‘EMPTY LOAD VALVE’.
10.09.1993 Repair ‘GRADE CONTROL VALVE’.
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Repair ‘WEAR PLATES & SADDLES’.
10.09.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
10.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 119 P’
06.06.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.

RQTY 120

Details: wagon ‘RQTY 120 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 16.12.1976
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 30.01.1996
Due Triple Valve: 01.09.1987
Last Brake Cylinder: 28.03.1990
Last Single Car Test: 28.01.1992
Last Lift: 03.04.1987
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

15.08.1988 Alteration complete ‘FIT RB14 ‘STUCKI’ RESILIENT CONSTANT
CONTACT SIDEBEARERS TO 10 NO. ‘AQCX’ (1600MM GA BOGIES) CONTAINER
FLAT WAGONS. ‘AQCX’ WAGONS TO BE RECLASSIFIED ‘AQCY’ AND
STENCILLED FOR 110 KM/H OPERATION. BOGIES TO BE RECLASSIFIED
‘ABSC‘. (RS4309)’. New class: ‘AQCY’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
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14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
18.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
10.10.1989 Repair ‘BOGIE SIDEFRAME’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BRAKE BLOCK RB95’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
02.09.1990 Repair ‘BRAKE BLOCK RB95’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘BOGIE BEARINGS’.
05.09.1990 Repair ‘VEHICLE STENCILS’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
02.03.1991 Repair ‘STEP’.
02.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

14.05.1991 Repair ‘BRAKE BLOCK RB95’.
14.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
23.05.1991 Alteration ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING CORNER

CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘END BRAKE COCK’.
23.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1992 Repair ‘TRAIN PIPE’.
23.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQTY 120 L’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE BLOCK RB95’.
12.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1992 Repair ‘COUPLER KNUCKLE’.
12.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1992 Repair ‘WHEEL SET’.
16.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 120 L’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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30.03.1992 Repair ‘CARD OR CLIP HOLDER’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 120 L’
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 120 L’
01.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1992 Repair ‘BOGIE BEARERS’.
01.08.1992 Repair ‘COUPLER KNUCKLE’.
01.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
01.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.08.1992 Repair ‘EMPTY LOAD VALVE’.
01.08.1992 Repair ‘GRADE CONTROL VALVE’.
01.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
27.08.1992 Repair ‘BOGIE BEARINGS’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 120 L’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1992 Repair ‘BRAKE BLOCK RB95’.
01.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1992 Repair ‘WHEEL SET’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
28.09.1992 Alteration ‘FIT (1) ONE STRAIN GAUGED COUPLER TO AQCY120.

(RD0003)’.
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.10.1992 Repair ‘BRAKE BLOCK RB95’.
07.10.1992 Repair ‘BRAKE PIN’.
07.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘EMPTY LOAD VALVE’.
09.03.1993 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BEARERS’.

19832



2.718. Wagon classification starting with ‘RQT’

18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘SIDE BEARER’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 120 L’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘WEAR PLATES & SADDLES’.
15.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 120 L’
07.04.1994 Alteration ‘RECLASSIFY ‘AQBY’ & ‘AQCY’ CONTAINER FLATS TO ‘RQCY‘.

(NRC017)’. New class: ‘RQCY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘AQTY 120 L’
17.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 121

Details: wagon ‘RQTY 121 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-6
Date Built: 30.03.1977
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQCX
BSG Code: FSQQ

Capacity of 70 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 25.03.1996
Last Brake Cylinder: 28.10.1988
Last Single Car Test: 12.04.1989
Last Lift: 30.03.1977
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration ‘MODIFICATION OF STORAGE ANCHOR BOX ON AQCX AND
AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘COUPLER KNUCKLE’.
30.10.1989 Repair ‘EMPTY LOAD VALVE’.
30.10.1989 Repair ‘GRADE CONTROL VALVE’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 121 U’
14.02.1990 Repair ‘HANDRAILS END’.
14.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 121 U’
04.06.1990 Repair ‘HANDRAILS END’.
04.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 121 U’
24.01.1991 Repair ‘HANDRAILS END’.
24.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 121 U’
10.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 121 U’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

31.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 121 U’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BEARERS’.
25.03.1992 Repair ‘BRAKE PULL ROD’.
25.03.1992 Repair ‘HANDRAILS END’.
25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Repair ‘SIDE BEARER’.
25.03.1992 Repair ‘TOP CENTRE PLATE’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘TWIST LOCK’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘VEHICLE RECLASSIFY’.
25.03.1992 Repair ‘VEHICLE STENCILS’.
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25.03.1992 Issued at location ‘Islington Works’ with a previous code of wagon
‘AQTY 121 U’

07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.09.1992 Repair ‘COUPLER KNUCKLE’.
07.09.1992 Repair ‘EMPTY LOAD VALVE’.
07.09.1992 Repair ‘GRADE CONTROL VALVE’.
07.09.1992 Repair ‘TOP CENTRE PLATE’.
07.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 121 U’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘EMPTY LOAD VALVE’.
31.05.1993 Repair ‘GRADE CONTROL VALVE’.
31.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 121 U’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE BLOCK OTHER’.
09.09.1993 Repair ‘COUPLER KNUCKLE’.
09.09.1993 Repair ‘EMPTY LOAD VALVE’.
09.09.1993 Repair ‘GRADE CONTROL VALVE’.
09.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 121 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 121 U’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.

RQTY 122

Details: wagon ‘RQTY 122 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $32500
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB F-6
Date Built: 22.04.1977
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQTY
BSG Code: FSQQ

Capacity of 70 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD RC HS CM CN CH
Return to Service Date: 04.12.1995
Last Brake Cylinder: 02.08.1993
Last Lift: 01.06.1982
Cont Connector Type:] B
Cont Max Slots: 3

22.08.1983 Alteration complete ‘MODIFICATION OF STORAGE ANCHOR BOX ON
AQCX AND AQCY WAGONS. (C2034)’.

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

27.11.1990 Repair ‘BOGIE COMPLETE’.
27.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 122 G’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘EMPTY LOAD VALVE’.
07.12.1990 Repair ‘GRADE CONTROL VALVE’.
07.12.1990 Repair ‘STANCHION’.
07.12.1990 Repair ‘VEHICLE RETARE’.
07.12.1990 Repair ‘WHEEL SET’.
07.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
10.12.1990 Repair ‘BOGIE BEARINGS’.
10.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 122 G’
15.02.1991 Repair ‘HANDRAILS END’.
15.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 122 G’
08.05.1991 Alteration complete ‘FIT US 70T AAR BOGIE WITH ‘LOW PROFILE’

‘MINER’ SIDEBEARER CAGES (MINER TCC-4500 SIDEBEARER TOP CAPS) TO
49 NO. ‘AQCX’ & ‘AQCY’ WAGONS IN ACCORDANCE WITH DRAWING
A1/W3-40. RECLASSIFY WAGONS TO ‘AQTY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. NOTE THIS A/F REPLACES RS4586.
AQCX 73 - 122 & AQCY 89 - 120. (RS4595)’. New class: ‘AQTY’.

23.05.1991 Alteration complete ‘FIT IBC TWISTLOCKS AND REMOVE EXISTING
CORNER CASTINGS IN ACCORDANCE WITH DRAWING A3/W1-105. STAMP
TWISTLOCKS WITH ‘AN’ AND PAINT YELLOW. AQCX, AQCY. (RS4601)’.

27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BEARERS’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘HANDRAILS END’.
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27.02.1992 Repair ‘SIDE BEARER’.
27.02.1992 Repair ‘TOP CENTRE PLATE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Repair ‘VEHICLE RECLASSIFY’.
27.02.1992 Repair ‘YOKE CARRIER’.
27.02.1992 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQTY 122 G’
28.03.1992 Repair ‘GRADE CONTROL VALVE’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘BRAKE PULL ROD’.
13.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 122 G’
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 122 G’
04.09.1992 Repair ‘STEP’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 122 G’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BEARERS’.
26.03.1993 Repair ‘CARD OR CLIP HOLDER’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘GRADE CONTROL VALVE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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02.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘AQTY 122 G’

15.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1993 Repair ‘EMPTY LOAD VALVE’.
15.04.1993 Repair ‘GRADE CONTROL VALVE’.
15.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 122 G’
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘WEAR PLATES & SADDLES’.
09.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 122 G’
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
02.08.1993 Repair ‘COUPLER KNUCKLE’.
02.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
12.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 122 G’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘BRANCH PIPE’.
23.08.1993 Repair ‘HOSE FITTINGS’.
23.08.1993 Repair ‘WEAR PLATES & SADDLES’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQTY 122 G’
10.10.1993 Repair ‘GRADE CONTROL VALVE’.
10.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
13.01.1994 Repair ‘COUPLER COMPLETE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
18.01.1994 Repair ‘COUPLER COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
31.01.1994 Repair ‘TWIST LOCK’.
31.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
05.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQTY 122 G’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
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05.04.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQTY 122 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQTY’ CONTAINER FLATS TO ‘RQTY‘.

(NRC026)’. New class: ‘RQTY’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQTY 122 G’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.

2.719 Wagon classification starting with ‘RQU’

RQUY 1

Details: wagon ‘RQUY 1 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 1 W’
27.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1993 Repair ‘GRADE CONTROL VALVE’.
27.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1993 Repair ‘VEHICLE STENCILS’.
27.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 1 W’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 1 W’
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24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 1 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQAW 1 W’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 1 W’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 1 W’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

10.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
13.09.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 2

Details: wagon ‘RQUY 2 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
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Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New
class: ‘RQUY’.

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 2 X’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
12.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

01.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
23.12.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1996 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 3

Details: wagon ‘RQUY 3 M’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New
class: ‘RQUY’.

20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE
WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘VQAW 3 R’
29.03.1995 Repair ‘VEHICLE RECLASSIFY’.
29.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘VQAW 3 R’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
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02.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 4

Details: wagon ‘RQUY 4 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘SIDE BEARER’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 4 D’
27.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1993 Repair ‘EMPTY LOAD VALVE’.
27.11.1993 Repair ‘STANCHION’.
27.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 4 D’
15.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 4 D’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘TRAIN PIPE’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQAW 4 D’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 4 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQAW 4 D’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
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22.06.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

29.01.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
02.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
03.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 5

Details: wagon ‘RQUY 5 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.06.1992
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VSQQ

Capacity of 114.7 tonnes

21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘BOGIE BEARERS’.
21.10.1993 Repair ‘BOGIE BEARERS’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘WHEEL SET’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 5 M’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRAKE PULL ROD’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘RELAY VALVE’.
24.11.1993 Repair ‘SIDE BEARER’.
24.11.1993 Repair ‘SIDE BEARER’.
24.11.1993 Repair ‘SIDE BEARER’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 5 M’
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 5 M’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQAW 5 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQAW 5 M’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
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VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

26.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 6

Details: wagon ‘RQUY 6 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ
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Capacity of 127 tonnes

Capacity of 127 tonnes

18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE BEARERS’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘SIDE BEARER’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 6 V’
27.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1993 Repair ‘EMPTY LOAD VALVE’.
27.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 6 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 6 V’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 6 V’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

24.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
03.06.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1996 Repair ‘VEHICLE COMPLETE’.
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09.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 7

Details: wagon ‘RQUY 7 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE PULL ROD’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 7 H’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 7 H’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQAW 7 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘VQAW 7 H’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
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25.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

23.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
04.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 8

Details: wagon ‘RQUY 8 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

19849



2. TIMS GROUP INFORMATION - WAGONS

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New
class: ‘RQUY’.

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 8 Q’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

02.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 9

Details: wagon ‘RQUY 9 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 3X2
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Date Built: 01.08.1992
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VSQQ

Capacity of 114.7 tonnes

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘COUPLER KNUCKLE’.
20.10.1993 Repair ‘PROPORTIONAL LOAD VALVE’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 9 C’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BRAKE PULL ROD’.
25.11.1993 Repair ‘EMPTY LOAD VALVE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 9 C’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘HAND RELEASE (AIR)’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 9 C’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQAW 9 C’
04.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘VQAW 9 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 9 C’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

16.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
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27.10.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
02.12.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 10

Details: wagon ‘RQUY 10 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘SIDE BEARER’.
20.10.1993 Repair ‘SIDE BEARER’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 10 V’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘EMPTY LOAD VALVE’.
26.11.1993 Repair ‘GRADE CONTROL VALVE’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 10 V’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
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25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘VQAW 10 V’

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New
class: ‘RQUY’.

05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 10 V’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
04.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 11

Details: wagon ‘RQUY 11 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
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Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘END HOSE’.
18.10.1993 Repair ‘SIDE BEARER’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 11 H’
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 11 H’
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘COUPLER KNUCKLE’.
03.12.1993 Repair ‘EMPTY LOAD VALVE’.
03.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1993 Repair ‘SIDE BEARER’.
03.12.1993 Repair ‘SIDE BEARER’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 11 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
24.04.1994 Repair ‘VEHICLE COMPLETE’.
24.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQAW 11 H’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 11 H’
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 11 H’
05.06.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

02.02.1995 Repair ‘VEHICLE COMPLETE’.
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26.03.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
02.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
09.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
25.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 14

Details: wagon ‘RQUY 14 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 29.10.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New
class: ‘RQUY’.
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05.10.1994 Repair ‘VEHICLE RECLASSIFY’.
05.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 14 L’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

12.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
21.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 16

Details: wagon ‘RQUY 16 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 29.10.1992
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘SIDE BEARER’.
14.01.1993 Repair ‘SIDE BEARER’.
14.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK RB95’.
21.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
03.12.1993 Repair ‘VEHICLE COMPLETE’.
03.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
13.12.1993 Repair ‘EMPTY LOAD VALVE’.
13.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
03.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 16 G’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 16 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 16 G’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
13.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
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VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

10.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
09.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 19

Details: wagon ‘RQUY 19 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ
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Capacity of 127 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New
class: ‘RQUY’.

09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 19 K’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

30.05.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
20.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 20

Details: wagon ‘RQUY 20 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 27.11.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL WAGON
BSG Code: VBQQ

Capacity of 127 tonnes
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Capacity of 127 tonnes

20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘BOGIE BEARERS’.
20.10.1993 Repair ‘TWIST LOCK’.
20.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 20 G’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘COUPLER KNUCKLE’.
01.12.1993 Repair ‘EMPTY LOAD VALVE’.
01.12.1993 Repair ‘EMPTY LOAD VALVE’.
01.12.1993 Repair ‘SIDE BEARER’.
01.12.1993 Repair ‘SIDE BEARER’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 20 G’
03.12.1993 Repair ‘END BRAKE COCK’.
03.12.1993 Repair ‘END HOSE’.
03.12.1993 Repair ‘TRAIN PIPE (END)’.
03.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 20 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 20 G’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

26.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
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29.03.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE COMPLETE’.
27.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 21

Details: wagon ‘RQUY 21 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 17.12.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1993 Repair ‘END HOSE’.
21.10.1993 Repair ‘SIDE BEARER’.
21.10.1993 Repair ‘SIDE BEARER’.
21.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 21 P’
23.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘BRAKE PULL ROD’.
23.11.1993 Repair ‘EMPTY LOAD VALVE’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Repair ‘SIDE BEARER’.
23.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 21 P’
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘VQAW 21 P’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 21 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
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09.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘VQAW 21 P’

04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 21 P’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

26.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
24.07.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.

RQUY 22

Details: wagon ‘RQUY 22 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 17.12.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL WAGON
BSG Code: VBQQ
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Capacity of 127 tonnes

Capacity of 127 tonnes

18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘SIDE BEARER’.
18.10.1993 Repair ‘SIDE BEARER’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 22 B’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1993 Repair ‘BRAKE PULL ROD’.
29.11.1993 Repair ‘COUPLER KNUCKLE’.
29.11.1993 Repair ‘EMPTY LOAD VALVE’.
29.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 22 B’
08.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQAW 22 B’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQAW 22 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQAW’ TO ‘RQUY’ (NRC035)’. New

class: ‘RQUY’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQAW 22 B’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

30.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
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27.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.

2.720 Wagon classification starting with ‘RQV’

RQVY 1

Details: wagon ‘RQVY 1 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 41.4m
Tare Weight: 39.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL WAGON–EX NCWF 85013 L
BSG Code: VSQQ

Capacity of 112.3 tonnes

Capacity of 112.3 tonnes

25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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25.01.1991 Repair ‘SIDE BEARER’.
25.01.1991 Repair ‘SIDE BEARER’.
25.01.1991 Repair ‘SIDE BEARER’.
25.01.1991 Repair ‘TRAIN PIPE (END)’.
25.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQWW 1 T’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘COUPLER KNUCKLE’.
19.10.1993 Repair ‘EMPTY LOAD VALVE’.
19.10.1993 Repair ‘GRADE CONTROL VALVE’.
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Repair ‘SIDE BEARER’.
19.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQWW 1 T’
25.11.1993 Repair ‘GRADE CONTROL VALVE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQWW 1 T’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE BEARINGS’.
17.12.1993 Repair ‘HOSE FITTINGS’.
17.12.1993 Repair ‘TRAIN PIPE (END)’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQWW 1 T’
28.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1993 Repair ‘BOGIE SPRING’.
28.12.1993 Repair ‘BOGIE SPRING’.
28.12.1993 Repair ‘COUPLER KNUCKLE’.
28.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQWW 1 T’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQWW 1 T’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQWW 1 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQWW’ TO ‘RQVY’ (NRC039)’. New

class: ‘RQVY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQWW 1 T’
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘VQWW 1 T’
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘VQWW 1 T’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
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01.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Alteration ‘REMOVE RATIO RELAY VALVE AND ALL PIPING TO THE

WEIGH LOAD VALVE & FIT 1. SINGLE STAGE RELAY VALVE. 2. FIT
PROPORTIONAL VALVE ON EACH BOGIE. 3. PIPE FROM TRIPLE VALVE
MOUNTING BRACKET OF BRAKE CYL. TO EACH BOGIE PROPORTIONAL
VALVE. 4. PIPE FROM EACH PROPORTIONAL VALVE TO THE BRAKE CYLINDER
FOR EACH BOGIE. AQVY 1 NO. & RQUY 17 NO. (RS4892)’.

15.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
29.03.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
06.08.1996 Repair ‘VEHICLE COMPLETE’.
15.12.1996 Repair ‘VEHICLE COMPLETE’.

2.721 Wagon classification starting with ‘RQW’

RQWW 22003

Details: wagon ‘RQWW 22003 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22003 F
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22003 F’

RQWW 22004

Details: wagon ‘RQWW 22004 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22004; EX NQWW 22004
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22004 Y’

RQWW 22005

Details: wagon ‘RQWW 22005 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22005 A
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22005 A’
15.11.1994 Repair ‘VEHICLE COMPLETE’.

RQWW 22006

Details: wagon ‘RQWW 22006 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22006 J
BSG Code: NXQQ

Capacity of 49 tonnes

22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22006 J’

RQWW 22007

Details: wagon ‘RQWW 22007 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
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Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

10.11.1994 Repair ‘VEHICLE RECLASSIFY’.
10.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22007 S’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22008

Details: wagon ‘RQWW 22008 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22008 E
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22008 E’
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RQWW 22009

Details: wagon ‘RQWW 22009 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22009
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

02.12.1995 Repair ‘VEHICLE RECLASSIFY’.
02.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22009 N’

RQWW 22010

Details: wagon ‘RQWW 22010 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22010 J
Wagon Width: 2760mm
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

27.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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27.08.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘NQWW 22010 J’

29.12.1994 Repair ‘VEHICLE COMPLETE’.

RQWW 22012

Details: wagon ‘RQWW 22012 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22012–EX NQTW 22012 S
BSG Code: NXQQ

Capacity of 50 tonnes

21.06.1994 Repair ‘VEHICLE RECLASSIFY’.
21.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQTW 22012 S’
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22013

Details: wagon ‘RQWW 22013 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22013
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes
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18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22013 N’

RQWW 22014

Details: wagon ‘RQWW 22014 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW & NQTW & NQWW
Wagon Width: 2760mm
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22014 W’

RQWW 22015

Details: wagon ‘RQWW 22015 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22015—-EX NQWW 22015 X
BSG Code: NXQQ
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Capacity of 49 tonnes

Capacity of 49 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22015 X’

RQWW 22016

Details: wagon ‘RQWW 22016 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22016 R
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22016 R’

RQWW 22017

Details: wagon ‘RQWW 22017 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW22017/NQWW22017D

19873



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

08.06.1994 Repair ‘VEHICLE RECLASSIFY’.
08.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22017 D’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22018

Details: wagon ‘RQWW 22018 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22018 D—-EX NQWW 22018 M
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22018 M’
23.10.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22019

Details: wagon ‘RQWW 22019 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22019 V
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22019 V’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
19.11.1994 Repair ‘VEHICLE COMPLETE’.

RQWW 22020

Details: wagon ‘RQWW 22020 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22020 R
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

07.07.1994 Repair ‘VEHICLE RECLASSIFY’.
07.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22020 R’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
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RQWW 22021

Details: wagon ‘RQWW 22021 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22021D
BSG Code: NSQZ

Capacity of 49 tonnes

Capacity of 49 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22021 D’

RQWW 22022

Details: wagon ‘RQWW 22022 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22022 M
BSG Code: NXQQ

Capacity of 49 tonnes

20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22022 M’
11.01.1996 Repair ‘VEHICLE COMPLETE’.
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28.02.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22023

Details: wagon ‘RQWW 22023 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW 22023 & EX NQTW 22023/NQWW22023V
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22023 V’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22024

Details: wagon ‘RQWW 22024 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW22024V/NQWW22024H
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BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

02.02.1995 Repair ‘VEHICLE RECLASSIFY’.
02.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22024 H’

RQWW 22025

Details: wagon ‘RQWW 22025 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22025 Q
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

27.07.1994 Repair ‘VEHICLE RECLASSIFY’.
27.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22025 Q’
16.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RQWW 22026

Details: wagon ‘RQWW 22026 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22026; EX NQJW22026;
BSG Code: NXQQ

Capacity of 50 tonnes

31.03.1994 Repair ‘VEHICLE RECLASSIFY’.
31.03.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22026 J’
31.05.1994 Repair ‘VEHICLE RECLASSIFY’.
31.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQJW 22026 J’

RQWW 22027

Details: wagon ‘RQWW 22027 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22027/NQWW 22027 L
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22027 L’

RQWW 22028

Details: wagon ‘RQWW 22028 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQJW/NQTW/NQWW 22028
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22028 U’

RQWW 22029

Details: wagon ‘RQWW 22029 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQTW 22029 : NQWW22029
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22029 G’
09.12.1994 Repair ‘VEHICLE COMPLETE’.

RQWW 22030

Details: wagon ‘RQWW 22030 G’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22030 C
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22030 C’

RQWW 22031

Details: wagon ‘RQWW 22031 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Remarks: EX NQWW 22031 L
BSG Code: NXQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22031 L’
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RQWW 22032

Details: wagon ‘RQWW 22032 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.6m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: SRA OF NSW
Intended Use: CONTAINERS
Wagon Width: 2760mm
BSG Code: NSQQ

Capacity of 49 tonnes

Capacity of 49 tonnes

28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘NQWW 22032 U’

RQWW 60012

14.04.1995 Reclassified from wagon ‘RQWW 60012 Q’ to ’ wagon ‘RQNW 60012 M’.

RQWW 60049

09.02.1995 Reclassified from wagon ‘RQWW 60049 L’ to ’ wagon ‘RQNW 60049 H’.

RQWY 6001

Details: wagon ‘RQWY 6001 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 02.08.1990
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 31.10.1995
Last Triple Valve: 16.12.1992
Last Brake Cylinder: 15.06.1992
Cont Connector Type:] I
Cont Max Slots: 10

02.08.1990 Repair ‘VEHICLE COMPLETE’.
02.08.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQWY 6001 T’
06.08.1990 Repair ‘BRAKE LEVER’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
11.09.1990 Alteration complete ‘CONSTRUCT 6 OFF STAND ALONE WELL WAGONS

5 PER SET. TO BE CLASSIFIED AQWY 6002 - 6007. RENUMBER AQWY 6000 TO
6001. (RS4544)’. New class: ‘AQWY’.

29.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6001 T’
11.12.1990 Alteration complete ‘RENUMBER ‘AQWY’ NO.6000K TO ‘AQWY’

NO.6001T. (RS4551)’. New class: ‘AQWY’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE BLOCK RB101’.
17.12.1990 Repair ‘BRAKE BLOCK RB101’.
17.12.1990 Repair ‘BRAKE BLOCK RB101’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1990 Repair ‘VEHICLE RECLASSIFY’.
17.12.1990 Repair ‘VEHICLE RENUMBERED’.
17.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘EMPTY LOAD VALVE’.
18.01.1991 Repair ‘END SILL’.
18.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘BOGIE BEARERS’.
11.02.1991 Repair ‘BRAKE CONTROL PIPE’.
11.02.1991 Repair ‘ISOLATING COCK’.
11.02.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.02.1991 Repair ‘WHEEL SET’.
11.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
08.03.1991 Repair ‘VEHICLE COMPLETE’.

19883



2. TIMS GROUP INFORMATION - WAGONS

08.03.1991 Repair ‘VEHICLE COMPLETE’.
08.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6001 T’
08.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6001 T’
14.03.1991 Repair ‘VEHICLE COMPLETE’.
14.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6001 T’
21.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1991 Repair ‘BOGIE COMPLETE’.
21.03.1991 Repair ‘EMPTY LOAD VALVE’.
21.03.1991 Repair ‘VEHICLE COMPLETE’.
21.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
26.03.1991 Repair ‘VEHICLE RETARE’.
26.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6001 T’
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘SIDE STEP’.
04.04.1991 Repair ‘SIDE STEP’.
04.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
07.04.1991 Repair ‘WHEEL SET’.
07.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6001 T’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘WHEEL SET’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER

DRAWING A0/W8-18. AQWY. (RS4611)’.
19.06.1991 Alteration complete ‘INSPECT ALL ‘AQWY’ WELL WAGONS AND CHECK

THE INSTALLATION OF ALL COCKS AT THE TRIPLE VALVES AND BOGIES.
AWQY. (RS4612)’.

19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON
EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &
STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.

04.12.1991 Repair ‘ISOLATING COCK’.
04.12.1991 Repair ‘NYLON HOSE’.
04.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
04.12.1991 Repair ‘WHEEL SET’.
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
04.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’
WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
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G). AQWY 6001-6007. (RS4666)’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘BRAKE CONTROL PIPE’.
05.02.1992 Repair ‘COUPLER KNUCKLE’.
05.02.1992 Repair ‘EMPTY LOAD VALVE’.
05.02.1992 Repair ‘GRADE CONTROL VALVE’.
05.02.1992 Repair ‘WHEEL SET’.
05.02.1992 Repair ‘WHEEL SET’.
05.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘ISOLATING COCK’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘BOGIE BEARINGS’.
30.03.1992 Repair ‘COUPLER KNUCKLE’.
30.03.1992 Repair ‘EMPTY LOAD VALVE’.
30.03.1992 Repair ‘END FRAME MEMBER’.
30.03.1992 Repair ‘GRADE CONTROL VALVE’.
30.03.1992 Repair ‘STRIKING CASTING’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

02.04.1992 Repair ‘STRIKING CASTING’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
01.05.1992 Alteration complete ‘FIT 1/2’ BSP ‘LONGWORTH’ STEEL AIRLINE

COUPLINGS (PT. NO. 310M8) TO 20 NO. WAGONS BELOW. THE COUPLINGS
ARE TO BE FITTED TO DRAIN PLUGS ON THE FOLLOWING BRAKE
EQUIPMENT:- SUPPLY, AUXILLARY, ACCELERATED RELEASE AND DUMMY
VOLUME RESERVOIRS, BRAKE CYLINDERS & DUMMY BRAKE CYLINDERS
WHERE APPLICABLE TO EACH WAGON. (FIT TO ONE BRAKE SYSTEM ON
ARTICS.) AQDW (5 OFF), AQJY (2), AQKY (2), AQSY (10), AQWY6001. (RS4695)’.

15.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1992 Repair ‘AIR RESERVOIRS’.
15.06.1992 Repair ‘BRANCH PIPE’.
15.06.1992 Repair ‘CARD OR CLIP HOLDER’.
15.06.1992 Repair ‘COUPLER KNUCKLE’.
15.06.1992 Repair ‘EMPTY LOAD VALVE’.
15.06.1992 Repair ‘GRADE CONTROL VALVE’.
15.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1992 Repair ‘SIDE STEP’.
15.06.1992 Repair ‘WHEEL SET’.
15.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘NYLON HOSE’.
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05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BOGIE BEARINGS’.
02.09.1992 Repair ‘BOGIE BEARINGS’.
02.09.1992 Repair ‘EMPTY LOAD VALVE’.
02.09.1992 Repair ‘GRADE CONTROL VALVE’.
02.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
12.11.1992 Repair ‘EMPTY LOAD VALVE’.
12.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Repair ‘EMPTY LOAD VALVE’.
16.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
16.12.1992 Alteration complete ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE

S/SILL & S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF
CRACKS ARE FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE
PERFORMED AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS
REPAIRED TO BE FULL PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1992 Repair ‘WHEEL SET’.
23.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

06.01.1993 Repair ‘CENTRE SILL’.
06.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
19.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1993 Repair ‘COUPLER KNUCKLE’.
19.04.1993 Repair ‘HOSE FITTINGS’.
19.04.1993 Repair ‘NYLON HOSE’.
19.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE BEARERS’.
06.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘TRAIN PIPE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘COUPLER KNUCKLE’.
26.07.1993 Repair ‘VEHICLE COMPLETE’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.09.1993 Repair ‘PROPORTIONAL LOAD VALVE’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
04.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1993 Repair ‘GRADE CONTROL VALVE’.
04.10.1993 Repair ‘WHEEL SET’.
04.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
29.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
29.11.1993 Repair ‘BRAKE CYLINDER HOSE’.
29.11.1993 Repair ‘BRANCH PIPE’.
29.11.1993 Repair ‘EMPTY LOAD VALVE’.
29.11.1993 Repair ‘HANDRAILS’.
29.11.1993 Repair ‘SIDE SILL’.
29.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6001 T’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
16.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
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RQWY 6002

Details: wagon ‘RQWY 6002 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 13.05.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 23.03.1996
Due Triple Valve: 07.10.1993
Last Brake Cylinder: 04.10.1993
Cont Connector Type:] I
Cont Max Slots: 10

11.09.1990 Alteration complete ‘CONSTRUCT 6 OFF STAND ALONE WELL WAGONS
5 PER SET. TO BE CLASSIFIED AQWY 6002 - 6007. RENUMBER AQWY 6000 TO
6001. (RS4544)’. New class: ‘AQWY’.

16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BRAKE PULL ROD’.
16.05.1991 Repair ‘BRAKE PULL ROD’.
16.05.1991 Repair ‘BRAKE PULL ROD’.
16.05.1991 Repair ‘EMPTY LOAD VALVE’.
16.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.05.1991 Repair ‘SIDE BEARER’.
16.05.1991 Repair ‘SIDE STEP’.
16.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER

DRAWING A0/W8-18. AQWY. (RS4611)’.
19.06.1991 Alteration complete ‘INSPECT ALL ‘AQWY’ WELL WAGONS AND CHECK

THE INSTALLATION OF ALL COCKS AT THE TRIPLE VALVES AND BOGIES.
AWQY. (RS4612)’.
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26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘COUPLER KNUCKLE’.
26.06.1991 Repair ‘EMPTY LOAD VALVE’.
26.06.1991 Repair ‘ISOLATING COCK’.
26.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON

EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &
STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.

26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1991 Repair ‘COUPLER KNUCKLE’.
26.11.1991 Repair ‘END BRAKE COCK’.
26.11.1991 Repair ‘NYLON HOSE’.
26.11.1991 Repair ‘TRAIN PIPE (END)’.
26.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
07.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1991 Repair ‘EMPTY LOAD VALVE’.
07.12.1991 Repair ‘NYLON HOSE’.
07.12.1991 Repair ‘VEHICLE COMPLETE’.
07.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
07.12.1991 Repair ‘WHEEL SET’.
07.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’
WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
G). AQWY 6001-6007. (RS4666)’.

23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘BOGIE BEARERS’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQWY 6002 F’
20.01.1992 Repair ‘GRADE CONTROL VALVE’.
20.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6002 F’
22.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1992 Repair ‘TRAIN PIPE’.
22.01.1992 Repair ‘VEHICLE COMPLETE’.
22.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
22.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1992 Repair ‘ISOLATING COCK’.
22.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.04.1992 Repair ‘BOGIE BEARINGS’.
02.04.1992 Repair ‘BOGIE BEARINGS’.
02.04.1992 Repair ‘BOGIE BEARINGS’.
02.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1992 Repair ‘COUPLER KNUCKLE’.
02.04.1992 Repair ‘STRIKING CASTING’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
04.05.1992 Repair ‘ISOLATING COCK’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6002 F’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE BLOCK RB101’.
07.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
07.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.10.1992 Repair ‘COUPLER KNUCKLE’.
07.10.1992 Repair ‘ISOLATING COCK’.
07.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.10.1992 Repair ‘WHEEL SET’.
07.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE COMPLETE’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
16.12.1992 Alteration ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE S/SILL &

S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF CRACKS ARE
FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE PERFORMED
AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS REPAIRED TO BE FULL
PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

09.03.1993 Repair ‘SIDE SILL’.
09.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
16.03.1993 Repair ‘RELAY VALVE’.
16.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6002 F’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘COUPLER KNUCKLE’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Repair ‘WHEEL SET’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB101’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘GRADE CONTROL VALVE’.
27.08.1993 Repair ‘RELAY VALVE’.
27.08.1993 Repair ‘WHEEL SET’.
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘WHEEL SET’.
25.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
04.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6002 F’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQWY 6002 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6002 F’
19.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
09.10.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
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29.08.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1996 Repair ‘VEHICLE COMPLETE’.

RQWY 6003

Details: wagon ‘RQWY 6003 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 21.05.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 18.12.1995
Due Triple Valve: 27.07.1993
Last Triple Valve: 06.02.1992
Cont Connector Type:] I
Cont Max Slots: 10

11.09.1990 Alteration complete ‘CONSTRUCT 6 OFF STAND ALONE WELL WAGONS
5 PER SET. TO BE CLASSIFIED AQWY 6002 - 6007. RENUMBER AQWY 6000 TO
6001. (RS4544)’. New class: ‘AQWY’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘BOGIE COMPLETE’.
24.05.1991 Repair ‘BRAKE PULL ROD’.
24.05.1991 Repair ‘BRAKE PULL ROD’.
24.05.1991 Repair ‘BRAKE PULL ROD’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1991 Repair ‘SIDE STEP’.
24.05.1991 Repair ‘VEHICLE COMPLETE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER

DRAWING A0/W8-18. AQWY. (RS4611)’.
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19.06.1991 Alteration complete ‘INSPECT ALL ‘AQWY’ WELL WAGONS AND CHECK
THE INSTALLATION OF ALL COCKS AT THE TRIPLE VALVES AND BOGIES.
AWQY. (RS4612)’.

02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BRAKE CONTROL PIPE’.
02.07.1991 Repair ‘BRAKE CONTROL PIPE’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQWY 6003 Y’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQWY 6003 Y’
19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON

EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &
STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
28.10.1991 Repair ‘BRANCH PIPE’.
28.10.1991 Repair ‘EMPTY LOAD VALVE’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Repair ‘ISOLATING COCK’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘NYLON HOSE’.
06.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’
WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
G). AQWY 6001-6007. (RS4666)’.

04.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.01.1992 Repair ‘EMPTY LOAD VALVE’.
04.01.1992 Repair ‘TRAIN PIPE’.
04.01.1992 Repair ‘VEHICLE COMPLETE’.
04.01.1992 Repair ‘VEHICLE COMPLETE’.
04.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
04.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQWY 6003 Y’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BRAKE CONTROL PIPE’.
06.02.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.02.1992 Repair ‘ISOLATING COCK’.
06.02.1992 Repair ‘RELAY VALVE’.
06.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘COUPLER KNUCKLE’.
21.02.1992 Repair ‘ISOLATING COCK’.
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21.02.1992 Repair ‘TRAIN PIPE’.
21.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BOGIE BEARINGS’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘WHEEL SET’.
09.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
27.05.1992 Repair ‘RELAY VALVE’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
13.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1992 Repair ‘SIDE STEP’.
13.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
17.07.1992 Repair ‘VEHICLE COMPLETE’.
17.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘CARD OR CLIP HOLDER’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
15.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1992 Repair ‘BOGIE COMPLETE’.
15.08.1992 Repair ‘BRANCH PIPE’.
15.08.1992 Repair ‘VEHICLE COMPLETE’.
15.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BRAKE BLOCK OTHER’.
18.08.1992 Repair ‘COUPLER KNUCKLE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘EMPTY LOAD VALVE’.
08.10.1992 Repair ‘TRAIN PIPE’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
16.12.1992 Alteration complete ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE

S/SILL & S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF
CRACKS ARE FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE
PERFORMED AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS
REPAIRED TO BE FULL PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BRAKE BLOCK RB101’.
28.01.1993 Repair ‘CENTRE SILL’.
28.01.1993 Repair ‘WHEEL SET’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
18.02.1993 Repair ‘SIDE STEP’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘CENTRE SILL’.
26.03.1993 Repair ‘TRAIN PIPE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
31.03.1993 Repair ‘END FRAME MEMBER’.
31.03.1993 Repair ‘END FRAME MEMBER’.
31.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6003 Y’
13.04.1993 Repair ‘STEP’.
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
13.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
19.04.1993 Repair ‘SIDE STEP’.
19.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘CENTRE SILL’.
08.06.1993 Repair ‘CENTRE SILL’.
08.06.1993 Repair ‘COUPLER KNUCKLE’.
08.06.1993 Repair ‘WHEEL SET’.
08.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6003 Y’
08.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘RELAY VALVE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
19.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1993 Repair ‘COUPLER KNUCKLE’.
19.07.1993 Repair ‘RELAY VALVE’.
19.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘SIDE STEP’.
03.09.1993 Repair ‘SIDE STEP’.
03.09.1993 Repair ‘SIDE STEP’.
03.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
09.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6003 Y’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BRAKE LEVER’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.
16.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
29.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1994 Repair ‘COUPLER KNUCKLE’.
29.01.1994 Repair ‘WHEEL SET’.
29.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6003 Y’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6003 Y’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE COMPLETE’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
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12.06.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQWY 6004

Details: wagon ‘RQWY 6004 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 27.05.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 07.09.1995
Last Triple Valve: 13.01.1994
Cont Connector Type:] I
Cont Max Slots: 10

11.09.1990 Alteration complete ‘CONSTRUCT 6 OFF STAND ALONE WELL WAGONS
5 PER SET. TO BE CLASSIFIED AQWY 6002 - 6007. RENUMBER AQWY 6000 TO
6001. (RS4544)’. New class: ‘AQWY’.

31.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1991 Repair ‘BRAKE LEVER’.
31.05.1991 Repair ‘BRANCH PIPE’.
31.05.1991 Repair ‘BRANCH PIPE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘EMPTY LOAD VALVE’.
31.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.05.1991 Repair ‘TRAIN PIPE’.
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31.05.1991 Repair ‘VEHICLE COMPLETE’.
31.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER

DRAWING A0/W8-18. AQWY. (RS4611)’.
19.06.1991 Alteration complete ‘INSPECT ALL ‘AQWY’ WELL WAGONS AND CHECK

THE INSTALLATION OF ALL COCKS AT THE TRIPLE VALVES AND BOGIES.
AWQY. (RS4612)’.

19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON
EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &
STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.

27.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1991 Repair ‘EMPTY LOAD VALVE’.
27.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.08.1991 Repair ‘ISOLATING COCK’.
27.08.1991 Repair ‘VEHICLE COMPLETE’.
27.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘DRAFT GEAR POCKET’.
30.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6004 A’
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
28.10.1991 Repair ‘BRAKE LEVER’.
28.10.1991 Repair ‘BRAKE LEVER’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘BRAKE LEVER’.
28.11.1991 Repair ‘EMPTY LOAD VALVE’.
28.11.1991 Repair ‘NYLON HOSE’.
28.11.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
28.11.1991 Repair ‘WHEEL SET’.
28.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’
WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
G). AQWY 6001-6007. (RS4666)’.

21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘COUPLER KNUCKLE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘ISOLATING COCK’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
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30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY
OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

05.06.1992 Repair ‘BOGIE BEARINGS’.
05.06.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQWY 6004 A’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE BEARINGS’.
24.06.1992 Repair ‘CARD OR CLIP HOLDER’.
24.06.1992 Repair ‘RELAY VALVE’.
24.06.1992 Repair ‘VEHICLE COMPLETE’.
24.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘RELAY VALVE’.
29.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘WHEEL SET’.
21.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘BOGIE BEARINGS’.
17.08.1992 Repair ‘BOGIE BEARINGS’.
17.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.08.1992 Repair ‘COUPLER KNUCKLE’.
17.08.1992 Repair ‘WHEEL SET’.
17.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
23.09.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6004 A’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘BOGIE BEARINGS’.
30.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘BOGIE BEARINGS’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
18.11.1992 Repair ‘EMPTY LOAD VALVE’.
18.11.1992 Repair ‘GRADE CONTROL VALVE’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BEARINGS’.
30.11.1992 Repair ‘BOGIE BEARINGS’.
30.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1992 Repair ‘BRANCH PIPE’.
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30.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
16.12.1992 Alteration ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE S/SILL &

S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF CRACKS ARE
FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE PERFORMED
AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS REPAIRED TO BE FULL
PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘END BRAKE COCK’.
25.02.1993 Repair ‘END HOSE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1993 Repair ‘TRAIN PIPE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘ISOLATING COCK’.
03.05.1993 Repair ‘NYLON HOSE’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
19.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6004 A’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BRAKE BLOCK RB101’.
06.07.1993 Repair ‘BRAKE BLOCK RB101’.
06.07.1993 Repair ‘BRAKE BLOCK RB101’.
06.07.1993 Repair ‘BRAKE BLOCK RB101’.
06.07.1993 Repair ‘BRAKE BLOCK RB101’.
06.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
23.07.1993 Repair ‘STEP’.
23.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6004 A’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BOGIE ADAPTER’.
27.08.1993 Repair ‘BOGIE SIDEFRAME’.
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’

19900



2.721. Wagon classification starting with ‘RQW’

09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘TRAIN PIPE’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘WHEEL SET’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1993 Repair ‘ISOLATING COCK’.
08.11.1993 Repair ‘RELAY VALVE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘PROPORTIONAL LOAD VALVE’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
02.12.1993 Repair ‘SIDE STEP’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6004 A’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.01.1994 Repair ‘ISOLATING COCK’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
28.01.1994 Repair ‘HANDRAILS END’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6004 A’
11.02.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6004 A’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6004 A’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

19901



2. TIMS GROUP INFORMATION - WAGONS

20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Repair ‘VEHICLE COMPLETE’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Repair ‘VEHICLE COMPLETE’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.

RQWY 6005

Details: wagon ‘RQWY 6005 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 06.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 21.12.1995
Last Triple Valve: 08.10.1992
Last Brake Cylinder: 14.06.1991
Cont Connector Type:] I
Cont Max Slots: 10

11.09.1990 Alteration complete ‘CONSTRUCT 6 OFF STAND ALONE WELL WAGONS
5 PER SET. TO BE CLASSIFIED AQWY 6002 - 6007. RENUMBER AQWY 6000 TO
6001. (RS4544)’. New class: ‘AQWY’.

06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER
DRAWING A0/W8-18. AQWY. (RS4611)’.

14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
19.06.1991 Alteration complete ‘INSPECT ALL ‘AQWY’ WELL WAGONS AND CHECK

THE INSTALLATION OF ALL COCKS AT THE TRIPLE VALVES AND BOGIES.
AWQY. (RS4612)’.

19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON
EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘TRAIN PIPE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &

STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘DRAFT GEAR POCKET’.
30.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQWY 6005 J’
30.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
04.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1991 Repair ‘COUPLER KNUCKLE’.
04.11.1991 Repair ‘EMPTY LOAD VALVE’.
04.11.1991 Repair ‘GRADE CONTROL VALVE’.
04.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1991 Repair ‘ISOLATING COCK’.
04.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
08.11.1991 Repair ‘NYLON HOSE’.
08.11.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’
WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
G). AQWY 6001-6007. (RS4666)’.

26.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1992 Repair ‘ISOLATING COCK’.
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26.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
06.03.1992 Repair ‘SIDE STEP’.
06.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQWY 6005 J’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE BEARINGS’.
10.03.1992 Repair ‘SIDE STEP’.
10.03.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘STRIKING CASTING’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘CARD OR CLIP HOLDER’.
23.07.1992 Repair ‘WHEEL SET’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘COUPLER KNUCKLE PIN’.
25.08.1992 Repair ‘COUPLER TRIGGER LEVER’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘WHEEL SET’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.10.1992 Repair ‘WHEEL SET’.
08.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
16.12.1992 Alteration complete ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE

S/SILL & S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF
CRACKS ARE FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE
PERFORMED AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS
REPAIRED TO BE FULL PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BODY COMPLETE’.
24.02.1993 Repair ‘BRANCH PIPE’.
24.02.1993 Repair ‘WHEEL SET’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
15.03.1993 Repair ‘CENTRE SILL’.
15.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’

19904



2.721. Wagon classification starting with ‘RQW’

28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRANCH PIPE’.
28.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.04.1993 Repair ‘COUPLER KNUCKLE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘TRAIN PIPE (END)’.
28.04.1993 Repair ‘WHEEL SET’.
28.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
11.08.1993 Repair ‘WHEEL SET’.
11.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQWY 6005 J’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘WHEEL SET’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘END FRAME MEMBER’.
05.10.1993 Repair ‘WHEEL SET’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
23.10.1993 Repair ‘END HOSE’.
23.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQWY 6005 J’
26.11.1993 Repair ‘VEHICLE COMPLETE’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
02.12.1993 Repair ‘VEHICLE COMPLETE’.
02.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6005 J’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.

RQWY 6006

Details: wagon ‘RQWY 6006 M’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 25.06.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ AD HS RI CM CN CA
Return to Service Date: 11.04.1996
Last Triple Valve: 01.12.1993
Last Brake Cylinder: 10.11.1992
Cont Connector Type:] I
Cont Max Slots: 10

11.09.1990 Alteration complete ‘CONSTRUCT 6 OFF STAND ALONE WELL WAGONS
5 PER SET. TO BE CLASSIFIED AQWY 6002 - 6007. RENUMBER AQWY 6000 TO
6001. (RS4544)’. New class: ‘AQWY’.

06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER
DRAWING A0/W8-18. AQWY. (RS4611)’.

19.06.1991 Alteration complete ‘INSPECT ALL ‘AQWY’ WELL WAGONS AND CHECK
THE INSTALLATION OF ALL COCKS AT THE TRIPLE VALVES AND BOGIES.
AWQY. (RS4612)’.

28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘BOGIE COMPLETE’.
28.06.1991 Repair ‘ISOLATING COCK’.
28.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON

EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &
STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.

20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1991 Repair ‘END HOSE’.
20.11.1991 Repair ‘NYLON HOSE’.
20.11.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
20.11.1991 Repair ‘VEHICLE STENCILS’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’
WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
G). AQWY 6001-6007. (RS4666)’.

20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘EMPTY LOAD VALVE’.
20.02.1992 Repair ‘ISOLATING COCK’.
20.02.1992 Repair ‘TRAIN PIPE’.
20.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘BOGIE BEARINGS’.
15.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1992 Repair ‘COUPLER KNUCKLE’.
15.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.04.1992 Repair ‘GRADE CONTROL VALVE’.
15.04.1992 Repair ‘WHEEL SET’.
15.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘COUPLER KNUCKLE’.
28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Repair ‘WHEEL SET’.
28.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BEARINGS’.
13.08.1992 Repair ‘CARD OR CLIP HOLDER’.
13.08.1992 Repair ‘WHEEL SET’.
13.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BEARINGS’.
03.09.1992 Repair ‘COUPLER KNUCKLE’.
03.09.1992 Repair ‘EMPTY LOAD VALVE’.
03.09.1992 Repair ‘GRADE CONTROL VALVE’.
03.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
06.11.1992 Repair ‘WHEEL SET’.
06.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
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10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK OTHER’.
10.11.1992 Repair ‘BRANCH PIPE’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘ISOLATING COCK’.
10.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1992 Repair ‘WHEEL SET’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRANCH PIPE’.
14.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.12.1992 Repair ‘COUPLER KNUCKLE’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘EMPTY LOAD VALVE’.
14.12.1992 Repair ‘RELAY VALVE’.
14.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
16.12.1992 Alteration complete ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE

S/SILL & S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF
CRACKS ARE FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE
PERFORMED AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS
REPAIRED TO BE FULL PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

06.01.1993 Repair ‘BODY COMPLETE’.
06.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6006 S’
29.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1993 Repair ‘CENTRE SILL’.
29.01.1993 Repair ‘COUPLER KNUCKLE’.
29.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
05.02.1993 Repair ‘CENTRE SILL’.
05.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6006 S’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘VEHICLE COMPLETE’.
26.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BRAKE BLOCK OTHER’.
30.03.1993 Repair ‘WHEEL SET’.
30.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
27.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1993 Repair ‘BRAKE BLOCK OTHER’.
27.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1993 Repair ‘WHEEL SET’.
27.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
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12.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1993 Repair ‘COUPLER KNUCKLE’.
12.05.1993 Repair ‘WHEEL SET’.
12.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘END HOSE’.
20.07.1993 Repair ‘RELAY VALVE’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB101’.
27.08.1993 Repair ‘VEHICLE COMPLETE’.
27.08.1993 Repair ‘WHEEL SET’.
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
17.09.1993 Repair ‘SIDE STEP’.
17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6006 S’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BRAKE CYLINDER HOSE’.
24.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘DIRT COLLECTORS/STRAINERS’.
24.09.1993 Repair ‘HAND RELEASE (AIR)’.
24.09.1993 Repair ‘PROPORTIONAL LOAD VALVE’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER COMPLETE’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘END FRAME MEMBER’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
18.11.1993 Repair ‘HANDBRAKE HANDLE’.
18.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6006 S’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
29.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1993 Repair ‘BRAKE BLOCK RB101’.
29.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.12.1993 Repair ‘HANDBRAKE HANDLE’.
29.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Repair ‘HAND RELEASE (AIR)’.
25.01.1994 Repair ‘WEAR PLATES & SADDLES’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
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10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQWY 6006 S’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6006 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6006 S’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6006 S’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
29.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
20.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.

RQWY 6007

Details: wagon ‘RQWY 6007 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.1m
Tare Weight: 93tonne
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2.721. Wagon classification starting with ‘RQW’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB F-26
Date Built: 10.07.1991
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQWY
BSG Code: FSQQ

Capacity of 320 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ HS AD RI CM CN CA
Return to Service Date: 18.10.1995
Last Triple Valve: 14.09.1992
Cont Connector Type:] I
Cont Max Slots: 10

06.06.1991 Alteration ‘FIT ‘DANGER KEEP OUT’ WARNING SIGNS TO ‘AQWY’ AS PER
DRAWING A0/W8-18. AQWY. (RS4611)’.

19.07.1991 Alteration complete ‘CHECK THE PROPORTIONAL LOAD VALVES ON
EACH VEHICLE TO SEE IF THE APPROPRIATE THREAD ADAPTOR (REF. AN
DWG A0/W4-61 REV A) HAS BEEN FITTED TO VALVE INLET AND OUTLET
PORTS. IF NOT ALREADY FITTED, THEN PLEASE FIT AS PER THE ABOVE
MENTIONED DRAWING. AQWY. (RS4621)’.

14.08.1991 Repair ‘BRAKE PULL ROD’.
14.08.1991 Repair ‘BRAKE PULL ROD’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE PULL ROD’.
21.08.1991 Repair ‘EMPTY LOAD VALVE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Repair ‘VEHICLE COMPLETE’.
21.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
26.08.1991 Alteration complete ‘FIT 2 OFF SPARTE BRAKE CYLINDER HOSES &

STORAGE UNITS TO ‘AQWY‘. AQWY - ALL. (RS4636)’.
28.10.1991 Repair ‘BRAKE LEVER’.
28.10.1991 Repair ‘BRAKE LEVER’.
28.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘NYLON HOSE’.
13.12.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
13.12.1991 Alteration complete ‘FIT ISOLATING COCK ON PLATFORM NO. 3,

ACCELERATED APPLICATION VALVE END OF PLATFORM, OF 7 NO. ‘AQWY’

19911



2. TIMS GROUP INFORMATION - WAGONS

WELL WAGONS AS PER DRAWING. (ALSO REFER TO DRAWING A0/W4-27/REV
G). AQWY 6001-6007. (RS4666)’.

25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘ISOLATING COCK’.
25.02.1992 Repair ‘WHEEL SET’.
25.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
03.03.1992 Alteration complete ‘CHECK & RETORQUE END CAP SCREWS ON AQJY,

AQLY & AQWY. (TORQUE)’.
06.03.1992 Repair ‘SIDE STEP’.
06.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6007 E’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘BOGIE BEARINGS’.
10.03.1992 Repair ‘SIDE STEP’.
10.03.1992 Repair ‘VEHICLE COMPLETE’.
10.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
30.03.1992 Alteration complete ‘FIT SPRING CLIP CARD HOLDER TO DIAGONALLY

OPPOSITE ENDS OF EACH PLATFORM ON AN 5-PACK FLEET AS PER SKETCH.
AQJY,AQLY,AQWY. (RS4686)’.

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1992 Repair ‘COUPLER KNUCKLE’.
02.04.1992 Repair ‘STRIKING CASTING’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BRANCH PIPE’.
19.08.1992 Repair ‘ISOLATING COCK’.
19.08.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
14.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.09.1992 Repair ‘COUPLER KNUCKLE’.
14.09.1992 Repair ‘EMPTY LOAD VALVE’.
14.09.1992 Repair ‘WHEEL SET’.
14.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
16.12.1992 Alteration complete ‘(1) ALL ‘AQWY’ ARE TO BE CRACK TESTED IN THE

S/SILL & S/SILL STIFFENER INTERSECTION AREA & WELDS REPAIRED IF
CRACKS ARE FOUND TO EXIST. (2) THE CRACK TESTING & REPAIR IS TO BE
PERFORMED AS WAGONS COME IN FOR SERVICING. (3) ALL WELDS
REPAIRED TO BE FULL PENETRATION. AQWY ALL (RS4760)’.

23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES
WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.02.1993 Repair ‘CENTRE SILL’.
02.02.1993 Repair ‘WHEEL SET’.
02.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
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05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Repair ‘WHEEL SET’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘COUPLER KNUCKLE’.
08.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.04.1993 Repair ‘GRADE CONTROL VALVE’.
08.04.1993 Repair ‘ISOLATING COCK’.
08.04.1993 Repair ‘TRAIN PIPE (END)’.
08.04.1993 Repair ‘TRAIN PIPE’.
08.04.1993 Repair ‘WHEEL SET’.
08.04.1993 Repair ‘WHEEL SET’.
08.04.1993 Repair ‘WHEEL SET’.
08.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
12.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1993 Repair ‘COUPLER KNUCKLE’.
12.06.1993 Repair ‘EMPTY LOAD VALVE’.
12.06.1993 Repair ‘WHEEL SET’.
12.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘WHEEL SET’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
15.07.1993 Repair ‘BRANCH PIPE’.
15.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6007 E’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER KNUCKLE’.
21.09.1993 Repair ‘WHEEL SET’.
21.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
11.10.1993 Repair ‘END FRAME MEMBER’.
11.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQWY 6007 E’
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘RELAY VALVE’.
23.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6007 E’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘PROPORTIONAL LOAD VALVE’.
22.11.1993 Repair ‘WHEEL SET’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘BOGIE BEARERS’.
21.12.1993 Repair ‘BOGIE BEARERS’.
21.12.1993 Repair ‘BOGIE BEARERS’.
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21.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.12.1993 Repair ‘COUPLER KNUCKLE’.
21.12.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘GRADE CONTROL VALVE’.
21.12.1993 Repair ‘WHEEL SET’.
21.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
14.03.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQWY 6007 E’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQWY’ CONTAINER FLATS TO ‘RQWY‘.

(NRC027)’. New class: ‘RQWY’.
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQWY 6007 E’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Repair ‘VEHICLE COMPLETE’.

2.722 Wagon classification starting with ‘RQX’

RQXR 1117

Details: wagon ‘RQXR 1117 E’ in AN ‘Mainland Division’.

Owner: MAXICUBE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 30.03.1994
Operating System: AN
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Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RQXR 1118

Details: wagon ‘RQXR 1118 N’ in AN ‘Mainland Division’.

Owner: MAXICUBE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 30.03.1994
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RQXR 1119

Details: wagon ‘RQXR 1119 W’ in AN ‘Mainland Division’.

Owner: MAXICUBE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 30.03.1994
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes
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RQXR 1120

Details: wagon ‘RQXR 1120 S’ in AN ‘Mainland Division’.

Owner: MAXICUBE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 11tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 1X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 30.03.1994
Operating System: AN
Intended Use: GENERAL
Remarks: REFRIGERATED VAN
BSG Code: HSRZ

Capacity of 24 tonnes

RQXY 2183

Details: wagon ‘RQXY 2183 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 04.02.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes
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Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 12.07.1996
Due Triple Valve: 05.04.1989
Last Triple Valve: 17.09.1993
Last Brake Cylinder: 05.04.1988
Last Single Car Test: 22.07.1993
Last Lift: 02.03.1982
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2183 S’
28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COUPLER KNUCKLE’.
28.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.11.1989 Repair ‘EMPTY LOAD VALVE’.
28.11.1989 Repair ‘GRADE CONTROL VALVE’.
28.11.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘STANCHION’.
28.11.1989 Repair ‘TWIST LOCK’.
28.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
15.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2183 S’
14.06.1990 Repair ‘BRAKE PULL ROD’.
14.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2183 S’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Repair ‘TWIST LOCK’.
29.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘COUPLER KNUCKLE’.
01.11.1990 Repair ‘EMPTY LOAD VALVE’.
01.11.1990 Repair ‘END HOSE’.
01.11.1990 Repair ‘GRADE CONTROL VALVE’.
01.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
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(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.
06.06.1991 Repair ‘END HOSE’.
06.06.1991 Repair ‘TWIST LOCK’.
06.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2183 S’
18.06.1991 Repair ‘BOGIE COMPLETE’.
18.06.1991 Repair ‘VEHICLE COMPLETE’.
18.06.1991 Repair ‘VEHICLE STENCILS’.
18.06.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2183 S’
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BEARERS’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘END COMPLETE’.
20.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.01.1992 Repair ‘VEHICLE RECLASSIFY’.
20.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2183 S’
24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘BRANCH PIPE’.
24.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.04.1992 Repair ‘TRAIN PIPE (END)’.
24.04.1992 Repair ‘TRAIN PIPE’.
24.04.1992 Repair ‘YOKE COMPLETE’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2183 S’
23.12.1992 Alteration complete ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T

BOGIES WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO
BE REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR &
WASHER LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING
THROUGH DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO
HAVE THE ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY,
AKSY, AQXY, AQMY, AKPY, AQWY. (RS4763)’.

20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BRAKE BLOCK RB95’.
20.07.1993 Repair ‘BRAKE PULL ROD’.
20.07.1993 Repair ‘COUPLER KNUCKLE’.
20.07.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.07.1993 Repair ‘TRAIN PIPE (END)’.
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Repair ‘TWIST LOCK’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
20.07.1993 Repair ‘WHEEL SET’.
20.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2183 S’
17.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1993 Repair ‘BOGIE BEARERS’.
17.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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17.09.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Repair ‘TWIST LOCK’.
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
17.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
16.11.1993 Repair ‘TWIST LOCK’.
16.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2183 S’
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK OTHER’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
23.01.1994 Repair ‘TWIST LOCK’.
23.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2183 S’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2183 S’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2183 S’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2184

Details: wagon ‘RQXY 2184 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
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Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 13.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 23.05.1996
Due Triple Valve: 17.06.1988
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 04.06.1993
Last Lift: 01.07.1981
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

03.07.1989 Repair ‘VEHICLE STENCILS’.
03.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2184 E’
14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘HANDRAILS END’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
26.04.1990 Repair ‘END HOSE’.
26.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2184 E’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘END BRAKE COCK’.
29.08.1990 Repair ‘END HOSE’.
29.08.1990 Repair ‘TRAIN PIPE (END)’.
29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2184 E’
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2184 E’
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08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

16.07.1991 Repair ‘HANDRAILS’.
16.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2184 E’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BEARERS’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.02.1992 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘VEHICLE RECLASSIFY’.
05.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2184 E’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRANCH PIPE’.
13.02.1992 Repair ‘TWIST LOCK’.
13.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2184 E’
15.02.1992 Repair ‘TWIST LOCK’.
15.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2184 E’
18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1992 Repair ‘COUPLER KNUCKLE’.
18.02.1992 Repair ‘EMPTY LOAD VALVE’.
18.02.1992 Repair ‘GRADE CONTROL VALVE’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Repair ‘TWIST LOCK’.
18.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Repair ‘TWIST LOCK’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
09.04.1992 Repair ‘TWIST LOCK’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2184 E’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘BOGIE BEARERS’.
03.06.1993 Repair ‘BOGIE BOLSTER’.
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03.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1993 Repair ‘BOGIE SIDEFRAME’.
03.06.1993 Repair ‘BRAKE PULL ROD’.
03.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
03.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
03.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.06.1993 Repair ‘TRAIN PIPE (END)’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.06.1993 Repair ‘VEHICLE COMPLETE’.
03.06.1993 Repair ‘WHEEL SET’.
03.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2184 E’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2184 E’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2184 E’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRAKE BLOCK OTHER’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘EMPTY LOAD VALVE’.
29.10.1993 Repair ‘END BRAKE COCK’.
29.10.1993 Repair ‘GRADE CONTROL VALVE’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Repair ‘TWIST LOCK’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRAKE BLOCK RB101’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Repair ‘TWIST LOCK’.
09.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2184 E’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2184 E’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.

19922



2.722. Wagon classification starting with ‘RQX’

27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Repair ‘VEHICLE COMPLETE’.
08.06.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2185

Details: wagon ‘RQXY 2185 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 01.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 13.04.1996
Last Single Car Test: 14.07.1993
Last Lift: 05.08.1987
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.
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26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘COUPLER COMPLETE’.
26.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘END BRAKE COCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘TWIST LOCK’.
26.09.1989 Repair ‘VEHICLE RECLASSIFY’.
26.09.1989 Repair ‘VEHICLE RECLASSIFY’.
26.09.1989 Repair ‘VEHICLE STENCILS’.
26.09.1989 Repair ‘WEAR PLATES & SADDLES’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2185 N’
26.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2185 N’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BOGIE COMPLETE’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1989 Repair ‘END BRAKE COCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Repair ‘TWIST LOCK’.
15.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2185 N’
27.02.1990 Repair ‘END HOSE’.
27.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2185 N’
01.06.1990 Repair ‘HANDRAILS’.
01.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2185 N’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BOGIE BEARERS’.
08.01.1992 Repair ‘BOGIE COMPLETE’.
08.01.1992 Repair ‘END COMPLETE’.
08.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2185 N’
13.01.1992 Repair ‘VEHICLE RECLASSIFY’.
13.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2185 N’
17.04.1992 Repair ‘END BRAKE COCK’.
17.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2185 N’
04.05.1992 Repair ‘TWIST LOCK’.
04.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2185 N’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRANCH PIPE’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
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25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2185 N’
10.09.1992 Repair ‘TWIST LOCK’.
10.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2185 N’
15.09.1992 Repair ‘TWIST LOCK’.
15.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2185 N’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1992 Repair ‘TWIST LOCK’.
26.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2185 N’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

13.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1993 Repair ‘BRAKE BLOCK RB101’.
13.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2185 N’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2185 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2185 N’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Repair ‘VEHICLE COMPLETE’.
05.11.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
13.04.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2186

Details: wagon ‘RQXY 2186 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11940
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 166
Date Built: 10.03.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQQ

Capacity of 65 tonnes

Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 23.10.1995
Last Brake Cylinder: 22.02.1993
Last Lift: 23.01.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

28.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
28.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2186 W’
06.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2186 W’
13.09.1990 Repair ‘HANDRAILS END’.
13.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2186 W’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘COUPLER KNUCKLE’.
19.10.1990 Repair ‘EMPTY LOAD VALVE’.
19.10.1990 Repair ‘END HOSE’.
19.10.1990 Repair ‘GRADE CONTROL VALVE’.
19.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Repair ‘TWIST LOCK’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
09.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1991 Repair ‘BRAKE BLOCK RB95’.
09.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.02.1991 Repair ‘COUPLER KNUCKLE’.
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09.02.1991 Repair ‘EMPTY LOAD VALVE’.
09.02.1991 Repair ‘GRADE CONTROL VALVE’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Repair ‘TWIST LOCK’.
09.02.1991 Repair ‘VEHICLE STENCILS’.
09.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
04.03.1991 Repair ‘BRAKE PULL ROD’.
04.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2186 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

10.11.1991 Repair ‘STEP’.
10.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2186 W’
18.11.1991 Repair ‘BRANCH PIPE’.
18.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2186 W’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BEARERS’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘VEHICLE RECLASSIFY’.
25.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2186 W’
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘RELAY VALVE’.
29.04.1992 Repair ‘TWIST LOCK’.
29.04.1992 Repair ‘TWIST LOCK’.
29.04.1992 Repair ‘TWIST LOCK’.
29.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
02.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1992 Repair ‘RELAY VALVE’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Repair ‘TWIST LOCK’.
02.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1993 Repair ‘COUPLER COMPLETE’.
22.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1993 Repair ‘VEHICLE COMPLETE’.
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22.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
11.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
11.09.1993 Repair ‘BOGIE COMPLETE’.
11.09.1993 Repair ‘VEHICLE COMPLETE’.
11.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BRAKE BLOCK RB101’.
25.11.1993 Repair ‘COUPLER KNUCKLE’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2186 W’
27.01.1994 Repair ‘END HOSE’.
27.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2186 W’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2186 W’
12.02.1994 Repair ‘VEHICLE COMPLETE’.
12.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2186 W’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2186 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2186 W’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2186 W’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2186 W’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2186 W’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.

RQXY 2190

Details: wagon ‘RQXY 2190 Q’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 22.04.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 07.05.1996
Due Triple Valve: 07.05.1994
Last Triple Valve: 28.10.1991
Last Brake Cylinder: 22.10.1992
Last Single Car Test: 22.04.1991
Last Lift: 30.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE BOLSTER’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Repair ‘YOKE CARRIER’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘EMPTY LOAD VALVE’.
15.08.1990 Repair ‘END BRAKE COCK’.
15.08.1990 Repair ‘END HOSE’.
15.08.1990 Repair ‘GRADE CONTROL VALVE’.
15.08.1990 Repair ‘TRAIN PIPE (END)’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
15.08.1990 Repair ‘TWIST LOCK’.
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15.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘BOGIE COMPLETE’.
19.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2190 W’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

28.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.10.1991 Repair ‘ISOLATING COCK’.
28.10.1991 Repair ‘RELAY VALVE’.
28.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2190 W’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BEARERS’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘END COMPLETE’.
17.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1992 Repair ‘RELAY VALVE’.
17.01.1992 Repair ‘VEHICLE RECLASSIFY’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2190 W’
05.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1992 Repair ‘COUPLER KNUCKLE’.
05.03.1992 Repair ‘EMPTY LOAD VALVE’.
05.03.1992 Repair ‘GRADE CONTROL VALVE’.
05.03.1992 Repair ‘TWIST LOCK’.
05.03.1992 Repair ‘WEAR PLATES & SADDLES’.
05.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
23.09.1992 Repair ‘TWIST LOCK’.
23.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQXY 2190 W’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BOGIE BEARERS’.
22.10.1992 Repair ‘BRANCH PIPE’.
22.10.1992 Repair ‘COUPLER KNUCKLE’.
22.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.10.1992 Repair ‘TWIST LOCK’.
22.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘COUPLER KNUCKLE’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘GRADE CONTROL VALVE’.
05.11.1992 Repair ‘TWIST LOCK’.
05.11.1992 Repair ‘TWIST LOCK’.
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05.11.1992 Repair ‘YOKE SUPPORT PLATE LINER’.
05.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
17.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1992 Repair ‘TWIST LOCK’.
17.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

22.03.1993 Repair ‘TWIST LOCK’.
22.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2190 W’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.03.1993 Repair ‘END BRAKE COCK’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2190 W’
30.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2190 W’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.05.1993 Repair ‘COUPLER KNUCKLE’.
06.05.1993 Repair ‘EMPTY LOAD VALVE’.
06.05.1993 Repair ‘GRADE CONTROL VALVE’.
06.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.05.1993 Repair ‘RELAY VALVE’.
06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Repair ‘TWIST LOCK’.
06.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘HANDBRAKE HANDLE’.
22.07.1993 Repair ‘TWIST LOCK’.
22.07.1993 Repair ‘VEHICLE COMPLETE’.
22.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
24.09.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
08.11.1993 Repair ‘TWIST LOCK’.
08.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
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‘AQXY 2190 W’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2190 W’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2190 W’
16.03.1994 Repair ‘VEHICLE COMPLETE’.
16.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2190 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2190 W’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2195

Details: wagon ‘RQXY 2195 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 26.05.1970
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 01.03.1995
Due Triple Valve: 29.04.1989
Last Brake Cylinder: 11.03.1991
Last Single Car Test: 29.04.1988
Last Lift: 11.11.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

13.05.1990 Repair ‘STEP’.
13.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2195 V’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK RB95’.
23.05.1990 Repair ‘COUPLER KNUCKLE’.
23.05.1990 Repair ‘EMPTY LOAD VALVE’.
23.05.1990 Repair ‘GRADE CONTROL VALVE’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Repair ‘TWIST LOCK’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘END BRAKE COCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Repair ‘TWIST LOCK’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE SIDEFRAME’.
11.03.1991 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.03.1991 Repair ‘END HOSE’.
11.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.03.1991 Repair ‘TWIST LOCK’.
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11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘VEHICLE COMPLETE’.
11.03.1991 Repair ‘WEAR PLATES & SADDLES’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

17.01.1992 Repair ‘STEP’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2195 V’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BEARERS’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1992 Repair ‘SIDE BEARER’.
02.03.1992 Repair ‘VEHICLE RECLASSIFY’.
02.03.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2195 V’
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Repair ‘VEHICLE RETARE’.
09.03.1992 Repair ‘VEHICLE STENCILS’.
09.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2195 V’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
21.04.1992 Repair ‘STEP’.
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2195 V’
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2195 V’
01.07.1992 Repair ‘TWIST LOCK’.
01.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2195 V’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Repair ‘COUPLER KNUCKLE’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Repair ‘TWIST LOCK’.
18.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘BRAKE BLOCK OTHER’.
08.04.1993 Repair ‘BRAKE LEVER’.
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08.04.1993 Repair ‘BRANCH PIPE’.
08.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2195 V’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘BRAKE BLOCK OTHER’.
21.06.1993 Repair ‘BRAKE PULL ROD’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Repair ‘TRAIN PIPE (END)’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
24.06.1993 Repair ‘END BRAKE COCK’.
24.06.1993 Repair ‘END HOSE’.
24.06.1993 Repair ‘TRAIN PIPE (END)’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2195 V’
10.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘BRAKE CONTROL PIPE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
28.07.1993 Repair ‘EMPTY LOAD VALVE’.
28.07.1993 Repair ‘END HOSE’.
28.07.1993 Repair ‘GRADE CONTROL VALVE’.
28.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
29.11.1993 Repair ‘TWIST LOCK’.
29.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2195 V’
24.12.1993 Repair ‘BRAKE CONTROL PIPE’.
24.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2195 V’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2195 V’
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2195 V’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2195 V’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2195 V’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2195 V’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Repair ‘VEHICLE COMPLETE’.
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17.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.

RQXY 2217

Details: wagon ‘RQXY 2217 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11990
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.02.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: AD RZ RC CM CN CH
Return to Service Date: 03.08.1996
Last Triple Valve: 30.11.1993
Last Brake Cylinder: 25.05.1992
Last Single Car Test: 08.03.1994
Last Lift: 17.12.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

15.12.1989 Repair ‘BOGIE SIDEFRAME’.
15.12.1989 Repair ‘HANDRAILS END’.
15.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2217 F’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘BRAKE LEVER’.

19936



2.722. Wagon classification starting with ‘RQX’

05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Repair ‘STANCHION’.
05.11.1990 Repair ‘TRAIN PIPE (END)’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Repair ‘VEHICLE RETARE’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER COMPLETE’.
11.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
14.01.1991 Repair ‘HANDRAILS END’.
14.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2217 F’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

13.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1992 Repair ‘BOGIE BEARERS’.
13.01.1992 Repair ‘BOGIE BEARERS’.
13.01.1992 Repair ‘BOGIE COMPLETE’.
13.01.1992 Repair ‘END COMPLETE’.
13.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1992 Repair ‘VEHICLE RECLASSIFY’.
13.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2217 F’
13.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2217 F’
19.02.1992 Repair ‘TWIST LOCK’.
19.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘TWIST LOCK’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.
27.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘STEP’.
30.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2217 F’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.

19937



2. TIMS GROUP INFORMATION - WAGONS

25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘TWIST LOCK’.
25.05.1992 Repair ‘VEHICLE STENCILS’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
18.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2217 F’
22.07.1992 Repair ‘TWIST LOCK’.
22.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘VEHICLE COMPLETE’.
25.08.1992 Repair ‘WEAR PLATES & SADDLES’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BRAKE PULL ROD’.
03.09.1992 Repair ‘STEP’.
03.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2217 F’
11.09.1992 Repair ‘TWIST LOCK’.
11.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
30.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1992 Repair ‘BOGIE BEARERS’.
30.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2217 F’
18.11.1992 Repair ‘VEHICLE COMPLETE’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘COUPLER KNUCKLE PIN’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Repair ‘TWIST LOCK’.
24.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
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AQMY, AKPY, AQWY. (RS4763)’.
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘END BRAKE COCK’.
04.03.1993 Repair ‘TRAIN PIPE’.
04.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2217 F’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘COUPLER KNUCKLE’.
26.03.1993 Repair ‘EMPTY LOAD VALVE’.
26.03.1993 Repair ‘GRADE CONTROL VALVE’.
26.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Repair ‘VEHICLE COMPLETE’.
26.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
05.07.1993 Repair ‘TWIST LOCK’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Repair ‘TWIST LOCK’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.09.1993 Repair ‘COUPLER KNUCKLE’.
24.09.1993 Repair ‘EMPTY LOAD VALVE’.
24.09.1993 Repair ‘GRADE CONTROL VALVE’.
24.09.1993 Repair ‘TOP CENTRE PLATE’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘BRAKE BLOCK RB101’.
25.10.1993 Repair ‘BRAKE PULL ROD’.
25.10.1993 Repair ‘VEHICLE COMPLETE’.
25.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Repair ‘TWIST LOCK’.
30.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2217 F’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
10.12.1993 Repair ‘HOSE FITTINGS’.
10.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘AQXY 2217 F’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.12.1993 Repair ‘BOGIE COMPLETE’.
16.12.1993 Repair ‘BRAKE BLOCK OTHER’.
16.12.1993 Repair ‘BRAKE PULL ROD’.
16.12.1993 Repair ‘END BRAKE COCK’.
16.12.1993 Repair ‘TRAIN PIPE (END)’.
16.12.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2217 F’
07.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1994 Repair ‘BRAKE LEVER’.
07.03.1994 Repair ‘END BRAKE COCK’.
07.03.1994 Repair ‘END HOSE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2217 F’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2217 F’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2223

Details: wagon ‘RQXY 2223 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 17.03.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.12.1995
Last Triple Valve: 08.11.1993
Last Single Car Test: 16.07.1993
Last Lift: 15.01.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

10.08.1989 Repair ‘TWIST LOCK’.
10.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQXY 2223 A’
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2223 A’
15.02.1990 Repair ‘HANDRAILS END’.
15.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQXY 2223 A’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

21.02.1992 Repair ‘HANDRAILS END’.
21.02.1992 Repair ‘TWIST LOCK’.
21.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2223 A’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BOGIE BEARERS’.
25.02.1992 Repair ‘BOGIE COMPLETE’.
25.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.02.1992 Repair ‘SIDE BEARER’.
25.02.1992 Repair ‘VEHICLE RECLASSIFY’.
25.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2223 A’
22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BRAKE PULL ROD’.
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22.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2223 A’
07.09.1992 Repair ‘VEHICLE COMPLETE’.
07.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
26.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1992 Repair ‘STANCHION’.
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Repair ‘TWIST LOCK’.
26.09.1992 Repair ‘VEHICLE RETARE’.
26.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2223 A’
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘CARD OR CLIP HOLDER’.
02.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2223 A’
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.12.1992 Repair ‘BRAKE PULL ROD’.
03.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2223 A’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRAKE CONTROL PIPE’.
15.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2223 A’
02.09.1993 Repair ‘COUPLER COMPLETE’.
02.09.1993 Repair ‘STEP’.
02.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2223 A’
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
18.09.1993 Repair ‘TWIST LOCK’.
18.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.10.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘END BRAKE COCK’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Repair ‘TWIST LOCK’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2223 A’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1993 Repair ‘STANCHION’.
08.11.1993 Repair ‘VEHICLE COMPLETE’.
08.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2223 A’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
28.01.1994 Repair ‘TWIST LOCK’.
28.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2223 A’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2223 A’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.

RQXY 2237

Details: wagon ‘RQXY 2237 P’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 18.09.1996
Last Triple Valve: 21.06.1993
Last Brake Cylinder: 14.08.1991
Last Single Car Test: 28.11.1991
Last Lift: 03.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BRAKE PULL ROD’.
26.10.1989 Repair ‘END HOSE’.
26.10.1989 Repair ‘STEP’.
26.10.1989 Repair ‘TRAIN PIPE (END)’.
26.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQOY 2237 L’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘STANCHION’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘VEHICLE RETARE’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BRAKE BLOCK RB95’.
05.07.1990 Repair ‘BRAKE LEVER’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
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05.07.1990 Repair ‘EMPTY LOAD VALVE’.
05.07.1990 Repair ‘END HOSE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘TRAIN PIPE (END)’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Repair ‘TWIST LOCK’.
05.07.1990 Repair ‘WHEEL SET’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
19.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1990 Repair ‘COUPLER KNUCKLE’.
19.07.1990 Repair ‘EMPTY LOAD VALVE’.
19.07.1990 Repair ‘GRADE CONTROL VALVE’.
19.07.1990 Repair ‘WHEEL SET’.
19.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
28.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQOY 2237 L’
30.07.1990 Repair ‘END BRAKE COCK’.
30.07.1990 Repair ‘SIDE STEP’.
30.07.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘RQOY 2237 L’
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘END BRAKE COCK’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2237 L’
09.04.1991 Repair ‘BOGIE COMPLETE’.
09.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2237 L’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘COUPLER KNUCKLE’.
14.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
14.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.08.1991 Repair ‘GRADE CONTROL VALVE’.
14.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Repair ‘TWIST LOCK’.
14.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
28.10.1991 Repair ‘VEHICLE COMPLETE’.
28.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQOY 2237 L’
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1991 Repair ‘BOGIE COMPLETE’.
22.11.1991 Repair ‘BRAKE PULL ROD’.
22.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.11.1991 Repair ‘HANDRAILS’.
22.11.1991 Repair ‘HANDRAILS END’.
22.11.1991 Repair ‘SIDE BEARER’.
22.11.1991 Repair ‘STEP’.
22.11.1991 Repair ‘TRAIN PIPE (END)’.
22.11.1991 Repair ‘TWIST LOCK’.
22.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1991 Repair ‘YOKE CARRIER’.
22.11.1991 Repair ‘YOKE COMPLETE’.
22.11.1991 Repair ‘YOKE FOLLOWER’.
22.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2237 L’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘TWIST LOCK’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Repair ‘VEHICLE COMPLETE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
12.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1992 Repair ‘BRAKE PULL ROD’.
12.02.1992 Repair ‘TRAIN PIPE’.
12.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQOY 2237 L’
26.03.1992 Repair ‘HANDRAILS’.
26.03.1992 Issued at location ‘Osborne’ with a previous code of wagon ‘RQOY 2237 L’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘EMPTY LOAD VALVE’.
28.07.1992 Repair ‘GRADE CONTROL VALVE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘VEHICLE RECLASSIFY’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
16.10.1992 Repair ‘TWIST LOCK’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.11.1992 Repair ‘BOGIE BEARINGS’.
04.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1992 Repair ‘COUPLER KNUCKLE’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘COUPLER KNUCKLE’.
26.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.01.1993 Repair ‘EMPTY LOAD VALVE’.
26.01.1993 Repair ‘GRADE CONTROL VALVE’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BOGIE BOLSTER’.
17.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘EMPTY LOAD VALVE’.
17.03.1993 Repair ‘GRADE CONTROL VALVE’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.06.1993 Repair ‘COUPLER KNUCKLE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
21.06.1993 Repair ‘GRADE CONTROL VALVE’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Repair ‘TWIST LOCK’.
21.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
28.06.1993 Repair ‘HANDRAILS END’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2237 L’
06.10.1993 Repair ‘TWIST LOCK’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
22.11.1993 Repair ‘BRAKE SPRING’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
15.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
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18.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQOY 2237 L’

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.
(NRC025)’. New class: ‘RQOY’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.
(NRC028)’. New class: ‘RQXY’.

15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
31.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2237 L’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2237 L’
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2237 L’
29.05.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
01.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.
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14.06.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2239

Details: wagon ‘RQXY 2239 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 21.04.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 17.09.1996
Last Brake Cylinder: 12.08.1993
Last Lift: 04.05.1983
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

07.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1989 Repair ‘COUPLER KNUCKLE’.
07.10.1989 Repair ‘STEP’.
07.10.1989 Repair ‘VEHICLE RECLASSIFY’.
07.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
04.10.1990 Repair ‘TWIST LOCK’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
19.11.1990 Repair ‘END HOSE’.
19.11.1990 Repair ‘TRAIN PIPE (END)’.
19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2239 G’
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19.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RQOY 2239 G’

04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘COUPLER KNUCKLE’.
04.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1991 Repair ‘EMPTY LOAD VALVE’.
04.02.1991 Repair ‘END HOSE’.
04.02.1991 Repair ‘GRADE CONTROL VALVE’.
04.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘TWIST LOCK’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

03.10.1991 Repair ‘STEP’.
03.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2239 G’
18.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1991 Repair ‘BRAKE BLOCK RB95’.
18.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.12.1991 Repair ‘COUPLER KNUCKLE’.
18.12.1991 Repair ‘EMPTY LOAD VALVE’.
18.12.1991 Repair ‘GRADE CONTROL VALVE’.
18.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BEARERS’.
31.07.1992 Repair ‘COUPLER KNUCKLE’.
31.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1992 Repair ‘SIDE BEARER’.
31.07.1992 Repair ‘TWIST LOCK’.
31.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
04.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1992 Repair ‘VEHICLE COMPLETE’.
04.08.1992 Repair ‘WHEEL SET’.
04.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘WHEEL SET’.
11.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
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24.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.03.1993 Repair ‘COUPLER KNUCKLE’.
24.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2239 G’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.08.1993 Repair ‘COUPLER KNUCKLE’.
12.08.1993 Repair ‘EMPTY LOAD VALVE’.
12.08.1993 Repair ‘GRADE CONTROL VALVE’.
12.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Repair ‘TWIST LOCK’.
12.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
08.01.1994 Repair ‘TWIST LOCK’.
08.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Dynon’ with a previous code of wagon ‘RQOY 2239 G’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
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27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2239 G’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2239 G’
08.05.1995 Repair ‘VEHICLE RECLASSIFY’.
08.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2239 G’
29.05.1995 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
01.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
17.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2240

Details: wagon ‘RQXY 2240 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 23.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 29.04.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQOY
BSG Code: FSQZ

Capacity of 50 tonnes
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Fleet Grp Code: AD RZ RC CM CN UI CI
Return to Service Date: 11.09.1996
Last Triple Valve: 20.10.1992
Last Brake Cylinder: 19.08.1992
Last Lift: 15.09.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1989 Repair ‘COUPLER COMPLETE’.
16.12.1989 Repair ‘END HOSE’.
16.12.1989 Repair ‘TWIST LOCK’.
16.12.1989 Repair ‘VEHICLE COMPLETE’.
16.12.1989 Repair ‘VEHICLE COMPLETE’.
16.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘END HOSE’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘EMPTY LOAD VALVE’.
14.08.1990 Repair ‘GRADE CONTROL VALVE’.
14.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘VEHICLE STENCILS’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘VEHICLE COMPLETE’.
21.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
25.02.1991 Repair ‘TWIST LOCK’.
25.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
08.06.1991 Repair ‘TWIST LOCK’.
08.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

10.07.1992 Repair ‘COUPLER COMPLETE’.
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10.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1992 Repair ‘STEP’.
10.07.1992 Repair ‘TWIST LOCK’.
10.07.1992 Repair ‘VEHICLE COMPLETE’.
10.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2240 C’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
18.08.1992 Repair ‘VEHICLE COMPLETE’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
19.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1992 Repair ‘BOGIE BEARERS’.
19.08.1992 Repair ‘BRAKE PULL ROD’.
19.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.08.1992 Repair ‘VEHICLE RECLASSIFY’.
19.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
03.09.1992 Repair ‘STEP’.
03.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BEARINGS’.
20.10.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Repair ‘TWIST LOCK’.
20.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1992 Repair ‘VEHICLE COMPLETE’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
12.11.1992 Repair ‘TWIST LOCK’.
12.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
03.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1992 Repair ‘COUPLER KNUCKLE’.
03.12.1992 Repair ‘EMPTY LOAD VALVE’.
03.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘TWIST LOCK’.
03.12.1992 Repair ‘WHEEL SET’.
03.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
09.02.1993 Repair ‘TWIST LOCK’.
09.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
16.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1993 Repair ‘BRAKE LEVER’.
16.03.1993 Repair ‘BRAKE PULL ROD’.
16.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
16.03.1993 Repair ‘COUPLER KNUCKLE’.
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16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘TWIST LOCK’.
16.03.1993 Repair ‘WHEEL SET’.
16.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER COMPLETE’.
07.06.1993 Repair ‘TRAIN PIPE (END)’.
07.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
25.06.1993 Repair ‘TWIST LOCK’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2240 C’
19.08.1993 Repair ‘BOGIE BOLSTER’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘GRADE CONTROL VALVE’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Repair ‘TWIST LOCK’.
05.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
16.12.1993 Repair ‘TWIST LOCK’.
16.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
22.12.1993 Repair ‘TWIST LOCK’.
22.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
09.01.1994 Repair ‘STEP’.
09.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
14.01.1994 Repair ‘TWIST LOCK’.
14.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
26.01.1994 Repair ‘TWIST LOCK’.
26.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
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07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.
(NRC025)’. New class: ‘RQOY’.

07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.
(NRC028)’. New class: ‘RQXY’.

15.05.1994 Repair ‘VEHICLE COMPLETE’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
02.09.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2240 C’
17.03.1995 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2240 C’
30.05.1995 Repair ‘VEHICLE RECLASSIFY’.
30.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2240 C’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
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01.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2242

Details: wagon ‘RQXY 2242 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 23.04.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN AD UI CI
Return to Service Date: 17.05.1996
Last Triple Valve: 17.11.1992
Last Brake Cylinder: 13.08.1991
Last Lift: 07.06.1982
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

19.08.1989 Repair ‘HANDRAILS END’.
19.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2242 U’
06.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Repair ‘TWIST LOCK’.

19957



2. TIMS GROUP INFORMATION - WAGONS

06.10.1990 Repair ‘TWIST LOCK’.
06.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
15.04.1991 Repair ‘HANDRAILS END’.
15.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘COUPLER KNUCKLE’.
13.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.08.1991 Repair ‘TWIST LOCK’.
13.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
13.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
13.11.1991 Repair ‘STEP’.
13.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2242 U’
07.02.1992 Repair ‘TWIST LOCK’.
07.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BOGIE BEARERS’.
29.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1992 Repair ‘COUPLER KNUCKLE’.
29.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1992 Repair ‘SIDE BEARER’.
29.07.1992 Repair ‘TWIST LOCK’.
29.07.1992 Repair ‘VEHICLE RECLASSIFY’.
29.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE BEARINGS’.
19.10.1992 Repair ‘CARD OR CLIP HOLDER’.
19.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘TWIST LOCK’.
19.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.
19.10.1992 Repair ‘VEHICLE STENCILS’.
19.10.1992 Repair ‘WEAR PLATES & SADDLES’.
19.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
04.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.11.1992 Repair ‘EMPTY LOAD VALVE’.
04.11.1992 Repair ‘END HOSE’.
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04.11.1992 Repair ‘GRADE CONTROL VALVE’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Repair ‘TWIST LOCK’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.11.1992 Repair ‘COUPLER KNUCKLE’.
17.11.1992 Repair ‘EMPTY LOAD VALVE’.
17.11.1992 Repair ‘GRADE CONTROL VALVE’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Repair ‘TWIST LOCK’.
17.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘COUPLER KNUCKLE’.
12.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.02.1993 Repair ‘EMPTY LOAD VALVE’.
12.02.1993 Repair ‘GRADE CONTROL VALVE’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Repair ‘TWIST LOCK’.
12.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE PULL ROD’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.04.1993 Repair ‘VEHICLE COMPLETE’.
05.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
10.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1993 Repair ‘BRAKE PULL ROD’.
10.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.05.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RQOY 2242 U’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Repair ‘EMPTY LOAD VALVE’.
03.06.1993 Repair ‘GRADE CONTROL VALVE’.
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03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Repair ‘TWIST LOCK’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
24.06.1993 Repair ‘TWIST LOCK’.
24.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2242 U’
28.07.1993 Repair ‘TWIST LOCK’.
28.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
04.08.1993 Repair ‘TWIST LOCK’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
02.09.1993 Repair ‘TWIST LOCK’.
02.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘EMPTY LOAD VALVE’.
20.09.1993 Repair ‘GRADE CONTROL VALVE’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘TWIST LOCK’.
20.09.1993 Repair ‘WHEEL SET’.
20.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
24.09.1993 Repair ‘TWIST LOCK’.
24.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
06.12.1993 Repair ‘TWIST LOCK’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
15.03.1994 Repair ‘VEHICLE COMPLETE’.
15.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQOY 2242 U’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
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18.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQOY 2242 U’

27.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
31.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2242 U’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
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20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2242 U’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2242 U’
13.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2242 U’
28.04.1995 Repair ‘BOGIE COMPLETE’.
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2242 U’
09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2242 U’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
06.08.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2243

Details: wagon ‘RQXY 2243 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 25.06.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes
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Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 01.08.1996
Last Brake Cylinder: 05.06.1991
Last Single Car Test: 05.06.1991
Last Lift: 25.06.1971
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

05.07.1989 Repair ‘TWIST LOCK’.
05.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
17.07.1989 Repair ‘HANDRAILS’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2243 G’
21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘EMPTY LOAD VALVE’.
21.09.1989 Repair ‘GRADE CONTROL VALVE’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘VEHICLE COMPLETE’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
19.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Issued at location ‘Mile End’ with a previous code of wagon ‘RQOY 2243 G’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘END BRAKE COCK’.
26.02.1990 Repair ‘END HOSE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Repair ‘TWIST LOCK’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘END BRAKE COCK’.
08.06.1990 Repair ‘END BRAKE COCK’.
08.06.1990 Repair ‘END HOSE’.
08.06.1990 Repair ‘HANDRAILS END’.
08.06.1990 Repair ‘TRAIN PIPE (END)’.
08.06.1990 Repair ‘TWIST LOCK’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
04.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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04.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RQOY 2243 G’

05.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQOY 2243 G’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1991 Repair ‘VEHICLE STENCILS’.
27.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RQOY 2243 G’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

15.08.1991 Repair ‘HANDRAILS’.
15.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2243 G’
30.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1991 Repair ‘COUPLER KNUCKLE’.
30.10.1991 Repair ‘EMPTY LOAD VALVE’.
30.10.1991 Repair ‘END BRAKE COCK’.
30.10.1991 Repair ‘END HOSE’.
30.10.1991 Repair ‘GRADE CONTROL VALVE’.
30.10.1991 Repair ‘TWIST LOCK’.
30.10.1991 Repair ‘TWIST LOCK’.
30.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
01.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1992 Repair ‘BOGIE BEARERS’.
01.08.1992 Repair ‘BOGIE COMPLETE’.
01.08.1992 Repair ‘SIDE BEARER’.
01.08.1992 Repair ‘VEHICLE RECLASSIFY’.
01.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
02.10.1992 Repair ‘TWIST LOCK’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1993 Repair ‘BOGIE SPRING’.
16.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1993 Repair ‘COUPLER KNUCKLE’.
16.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BOGIE BEARERS’.
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27.05.1993 Repair ‘BOGIE SPRING’.
27.05.1993 Repair ‘COUPLER COMPLETE’.
27.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
28.06.1993 Repair ‘HANDRAILS’.
28.06.1993 Repair ‘TWIST LOCK’.
28.06.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2243 G’
20.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
21.10.1993 Repair ‘BOGIE COMPLETE’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
02.11.1993 Repair ‘TWIST LOCK’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
04.11.1993 Repair ‘TWIST LOCK’.
04.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
07.11.1993 Repair ‘BRAKE SPRING’.
07.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
17.11.1993 Repair ‘BOGIE SIDEFRAME’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘BOGIE BEARERS’.
26.11.1993 Repair ‘BOGIE BOLSTER’.
26.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.11.1993 Repair ‘BRAKE PULL ROD’.
26.11.1993 Repair ‘COUPLER KNUCKLE’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Repair ‘TWIST LOCK’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BRAKE FULCRUM BRACKET’.
21.01.1994 Repair ‘BRAKE LEVER’.
21.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.01.1994 Repair ‘COUPLER KNUCKLE’.
21.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1994 Repair ‘TWIST LOCK’.
21.01.1994 Repair ‘WHEEL SET’.
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21.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
17.04.1994 Repair ‘VEHICLE RECLASSIFY’.
17.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQOY 2243 G’
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
08.09.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2243 G’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2243 G’
22.08.1995 Repair ‘VEHICLE RECLASSIFY’.
22.08.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2243 G’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
24.12.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Repair ‘VEHICLE COMPLETE’.
11.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2246

Details: wagon ‘RQXY 2246 Y’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 19.05.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.09.1996
Due Triple Valve: 10.02.1997
Last Triple Valve: 17.08.1990
Last Brake Cylinder: 17.08.1990
Last Single Car Test: 20.01.1988
Last Lift: 23.01.1976
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1990 Repair ‘END HOSE’.
24.03.1990 Repair ‘TWIST LOCK’.
24.03.1990 Repair ‘TWIST LOCK’.
24.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘EMPTY LOAD VALVE’.
14.08.1990 Repair ‘END BRAKE COCK’.
14.08.1990 Repair ‘END HOSE’.
14.08.1990 Repair ‘GRADE CONTROL VALVE’.
14.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Repair ‘TWIST LOCK’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
07.09.1990 Repair ‘STEP’.
07.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AQXY 2246 U’
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘END BRAKE COCK’.
05.11.1990 Repair ‘END HOSE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Repair ‘TRAIN PIPE (END)’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Repair ‘TWIST LOCK’.
05.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

27.11.1991 Repair ‘END SILL’.
27.11.1991 Repair ‘HANDRAILS’.
27.11.1991 Repair ‘HANDRAILS END’.
27.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2246 U’
17.12.1991 Repair ‘STEP’.
17.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2246 U’
21.12.1991 Repair ‘TWIST LOCK’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2246 U’
22.01.1992 Repair ‘TWIST LOCK’.
22.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2246 U’
03.02.1992 Repair ‘TWIST LOCK’.
03.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2246 U’
14.02.1992 Repair ‘TWIST LOCK’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2246 U’
14.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
14.03.1992 Repair ‘COUPLER KNUCKLE’.
14.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
14.03.1992 Repair ‘EMPTY LOAD VALVE’.
14.03.1992 Repair ‘GRADE CONTROL VALVE’.
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14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Repair ‘TWIST LOCK’.
14.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.03.1992 Repair ‘BRAKE PULL ROD’.
31.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Repair ‘TWIST LOCK’.
31.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BOGIE BEARINGS’.
04.06.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1992 Repair ‘EMPTY LOAD VALVE’.
04.06.1992 Repair ‘GRADE CONTROL VALVE’.
04.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘TRAIN PIPE (END)’.
09.06.1992 Repair ‘TRAIN PIPE’.
09.06.1992 Repair ‘WHEEL SET’.
09.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2246 U’
10.06.1992 Repair ‘STEP’.
10.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2246 U’
21.08.1992 Alteration complete ‘FIT STUCKI RFE-16 ELASTOWEDGES TO BOTH

BOGIES OF AQXY2246. NOTIFY PHIL WRIGHT, 4914, PRIOR TO INSTALLATION
OF THESE. AQXY2246. (RD0001)’.

01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE FRICTION WEDGE’.
01.09.1992 Repair ‘BOGIE SIDEFRAME’.
01.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

16.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1993 Repair ‘COUPLER KNUCKLE’.
16.01.1993 Repair ‘EMPTY LOAD VALVE’.
16.01.1993 Repair ‘GRADE CONTROL VALVE’.
16.01.1993 Repair ‘TWIST LOCK’.
16.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
03.03.1993 Alteration ‘REMOVE STUCKI RFE-16 ELASTOWEDGES FROM BOTH

BOGIES. RECONDITION BOLSTER FRICTION WEDGE SLIDES AND FIT NEW
FRICTION WEDGE WEAR PLATES. FIT NEW RFE-16 ELASTOWEDGES. *** DO
NOT RELEASE TO TRAFFIC *** - NOTIFY P.WRIGHT 4914 WHEN COMPLETE
AQXY2246 (RD0004)’.
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08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
25.05.1993 Repair ‘VEHICLE COMPLETE’.
25.05.1993 Repair ‘WHEEL SET’.
25.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
17.06.1993 Repair ‘BOGIE COMPLETE’.
17.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
07.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE COMPLETE’.
17.08.1993 Repair ‘BRAKE PULL ROD’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE CONTROL PIPE’.
27.10.1993 Repair ‘BRANCH PIPE’.
27.10.1993 Repair ‘COUPLER KNUCKLE’.
27.10.1993 Repair ‘STANCHION’.
27.10.1993 Repair ‘STANCHION’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BOGIE BEARERS’.
20.12.1993 Repair ‘COUPLER KNUCKLE’.
20.12.1993 Repair ‘EMPTY LOAD VALVE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Repair ‘TWIST LOCK’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2246 U’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2246 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
29.05.1994 Repair ‘VEHICLE RECLASSIFY’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2246 U’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
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07.05.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2252

Details: wagon ‘RQXY 2252 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8300
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 11.06.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 04.02.1996
Last Single Car Test: 05.02.1992
Last Lift: 10.09.1981
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘AQXY 2252 P’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRANCH PIPE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘STANCHION’.
11.05.1990 Repair ‘STEP’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘TWIST LOCK’.
11.05.1990 Repair ‘VEHICLE RETARE’.
11.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
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08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’
RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

21.11.1991 Repair ‘END HOSE’.
21.11.1991 Repair ‘HANDRAILS END’.
21.11.1991 Repair ‘STEP’.
21.11.1991 Repair ‘TWIST LOCK’.
21.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2252 P’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE BEARERS’.
23.01.1992 Repair ‘BOGIE BEARERS’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.01.1992 Repair ‘SIDE BEARER’.
23.01.1992 Repair ‘VEHICLE RECLASSIFY’.
23.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2252 P’
23.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2252 P’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1992 Repair ‘BOGIE COMPLETE’.
04.02.1992 Repair ‘BRAKE LEVER’.
04.02.1992 Repair ‘COUPLER COMPLETE’.
04.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.02.1992 Repair ‘STEP’.
04.02.1992 Repair ‘TRAIN PIPE (END)’.
04.02.1992 Repair ‘YOKE COMPLETE’.
04.02.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2252 P’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘COUPLER KNUCKLE’.
30.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
30.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
30.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.07.1992 Repair ‘EMPTY LOAD VALVE’.
30.07.1992 Repair ‘GRADE CONTROL VALVE’.
30.07.1992 Repair ‘SHUNT PAD’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
28.08.1992 Repair ‘TWIST LOCK’.
28.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2252 P’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRANCH PIPE’.
25.09.1992 Repair ‘COUPLER KNUCKLE’.
25.09.1992 Repair ‘TWIST LOCK’.
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25.09.1992 Repair ‘TWIST LOCK’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
17.10.1992 Repair ‘TWIST LOCK’.
17.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2252 P’
21.10.1992 Repair ‘TWIST LOCK’.
21.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2252 P’
14.11.1992 Repair ‘TWIST LOCK’.
14.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2252 P’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
26.03.1993 Repair ‘TWIST LOCK’.
26.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2252 P’
07.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1993 Repair ‘BRAKE BLOCK OTHER’.
07.05.1993 Repair ‘BRAKE PULL ROD’.
07.05.1993 Repair ‘COUPLER KNUCKLE’.
07.05.1993 Repair ‘EMPTY LOAD VALVE’.
07.05.1993 Repair ‘GRADE CONTROL VALVE’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Repair ‘TWIST LOCK’.
07.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘BRAKE PULL ROD’.
03.08.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.08.1993 Repair ‘COUPLER KNUCKLE’.
03.08.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘GRADE CONTROL VALVE’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘TWIST LOCK’.
03.08.1993 Repair ‘YOKE COMPLETE’.
03.08.1993 Repair ‘YOKE PIN’.
03.08.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
03.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BOGIE COMPLETE’.
17.12.1993 Repair ‘TWIST LOCK’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
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17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2252 P’
30.05.1994 Repair ‘VEHICLE COMPLETE’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2252 P’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2386

Details: wagon ‘RQXY 2386 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN CH AD
Return to Service Date: 03.09.1996
Due Triple Valve: 11.09.1997
Last Triple Valve: 13.05.1992
Last Brake Cylinder: 20.07.1990
Last Single Car Test: 13.05.1992
Last Lift: 11.09.1987
Cont Connector Type:] P
Cont Max Slots: 3
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12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

16.12.1989 Repair ‘HANDRAILS END’.
16.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2386 N’
30.12.1989 Repair ‘STEP’.
30.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2386 N’
20.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1990 Repair ‘BRAKE BLOCK RB101’.
20.07.1990 Repair ‘BRAKE PULL ROD’.
20.07.1990 Repair ‘COUPLER KNUCKLE’.
20.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Repair ‘TWIST LOCK’.
20.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2386 N’
28.07.1990 Repair ‘END HOSE’.
28.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2386 N’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

19.11.1991 Repair ‘VEHICLE RECLASSIFY’.
19.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2386 N’
26.11.1991 Repair ‘BOGIE COMPLETE’.
26.11.1991 Repair ‘VEHICLE COMPLETE’.
26.11.1991 Repair ‘VEHICLE STENCILS’.
26.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2386 N’
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BRAKE BLOCK RB101’.
12.05.1992 Repair ‘BRAKE CONTROL PIPE’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.05.1992 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2386 N’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COUPLER KNUCKLE’.
05.06.1992 Repair ‘EMPTY LOAD VALVE’.
05.06.1992 Repair ‘GRADE CONTROL VALVE’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Repair ‘TWIST LOCK’.
05.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2386 N’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
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09.07.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘END HOSE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘TWIST LOCK’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2386 N’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

02.03.1993 Repair ‘TWIST LOCK’.
02.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2386 N’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘STRIKING CASTING’.
06.04.1993 Repair ‘VEHICLE COMPLETE’.
06.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2386 N’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2386 N’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2386 N’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2386 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2386 N’
06.07.1994 Repair ‘VEHICLE RECLASSIFY’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2386 N’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
17.10.1995 Repair ‘VEHICLE COMPLETE’.
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06.11.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2391

Details: wagon ‘RQXY 2391 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 21.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 23.09.1996
Due Triple Valve: 09.07.1997
Last Triple Valve: 24.11.1993
Last Brake Cylinder: 01.12.1992
Last Single Car Test: 18.11.1992
Last Lift: 09.07.1987
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Repair ‘TWIST LOCK’.
21.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
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23.10.1989 Repair ‘HANDRAILS END’.
23.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2391 M’
29.03.1990 Repair ‘HANDRAILS END’.
29.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2391 M’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘EMPTY LOAD VALVE’.
29.05.1990 Repair ‘GRADE CONTROL VALVE’.
29.05.1990 Repair ‘TWIST LOCK’.
29.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
28.04.1991 Repair ‘END HOSE’.
28.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON
‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.

10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE LEVER’.
10.11.1992 Repair ‘HANDRAILS’.
10.11.1992 Repair ‘HANDRAILS END’.
10.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2391 M’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘BOGIE BEARERS’.
01.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.12.1992 Repair ‘BRAKE LEVER’.
01.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.12.1992 Repair ‘SIDE BEARER’.
01.12.1992 Repair ‘TWIST LOCK’.
01.12.1992 Repair ‘VEHICLE COMPLETE’.
01.12.1992 Repair ‘VEHICLE RECLASSIFY’.
01.12.1992 Repair ‘WHEEL SET’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘COUPLER KNUCKLE’.
17.03.1993 Repair ‘DRAFT GEAR POCKET’.
17.03.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.03.1993 Repair ‘TRAIN PIPE (END)’.
17.03.1993 Repair ‘TWIST LOCK’.
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17.03.1993 Repair ‘TWIST LOCK’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2391 M’
04.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
08.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2391 M’
22.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
30.09.1993 Repair ‘BRAKE SPRING’.
30.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
23.10.1993 Repair ‘TWIST LOCK’.
23.10.1993 Repair ‘TWIST LOCK’.
23.10.1993 Repair ‘TWIST LOCK’.
23.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
02.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘END HOSE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQOY 2391 M’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
12.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2391 M’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2391 M’
24.08.1995 Repair ‘VEHICLE RECLASSIFY’.
24.08.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2391 M’
29.08.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2392

Details: wagon ‘RQXY 2392 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 07.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC AD CM CN CH
Return to Service Date: 15.10.1996
Last Triple Valve: 29.08.1991
Last Brake Cylinder: 20.01.1992
Last Lift: 02.07.1976
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

07.09.1989 Repair ‘END HOSE’.
07.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
27.09.1989 Repair ‘HANDRAILS’.
27.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2392 X’
23.06.1990 Repair ‘END HOSE’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2392 X’
21.09.1990 Repair ‘HANDRAILS’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2392 X’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘END BRAKE COCK’.
08.11.1990 Repair ‘END BRAKE COCK’.
08.11.1990 Repair ‘END HOSE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Repair ‘TRAIN PIPE (END)’.
08.11.1990 Repair ‘TRAIN PIPE’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Repair ‘TWIST LOCK’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
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04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘COUPLER KNUCKLE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.04.1991 Repair ‘TRAIN PIPE’.
05.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2392 X’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRANCH PIPE’.
29.08.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.08.1991 Repair ‘COUPLER KNUCKLE’.
29.08.1991 Repair ‘EMPTY LOAD VALVE’.
29.08.1991 Repair ‘END BRAKE COCK’.
29.08.1991 Repair ‘END HOSE’.
29.08.1991 Repair ‘GRADE CONTROL VALVE’.
29.08.1991 Repair ‘TRAIN PIPE (END)’.
29.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘COUPLER KNUCKLE’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Repair ‘TWIST LOCK’.
09.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
12.11.1991 Repair ‘END HOSE’.
12.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
14.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1991 Repair ‘COUPLER KNUCKLE’.
14.11.1991 Repair ‘EMPTY LOAD VALVE’.
14.11.1991 Repair ‘GRADE CONTROL VALVE’.
14.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1991 Repair ‘TRAIN PIPE’.
14.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘BOGIE BEARERS’.
16.01.1992 Repair ‘BOGIE COMPLETE’.
16.01.1992 Repair ‘END COMPLETE’.
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16.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1992 Repair ‘VEHICLE RECLASSIFY’.
16.01.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2392 X’
18.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1992 Repair ‘BRAKE LEVER’.
18.01.1992 Repair ‘BRAKE PIN’.
18.01.1992 Repair ‘BRAKE PULL ROD’.
18.01.1992 Repair ‘BRANCH PIPE’.
18.01.1992 Repair ‘COUPLER KNUCKLE’.
18.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
18.01.1992 Repair ‘EMPTY LOAD VALVE’.
18.01.1992 Repair ‘GRADE CONTROL VALVE’.
18.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1992 Repair ‘TRAIN PIPE’.
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Repair ‘TWIST LOCK’.
18.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
02.02.1992 Repair ‘TWIST LOCK’.
02.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘END BRAKE COCK’.
19.03.1992 Repair ‘HOSE FITTINGS’.
19.03.1992 Repair ‘STEP’.
19.03.1992 Repair ‘TRAIN PIPE’.
19.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2392 X’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2392 X’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘COUPLER KNUCKLE’.
02.04.1992 Repair ‘EMPTY LOAD VALVE’.
02.04.1992 Repair ‘GRADE CONTROL VALVE’.
02.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Repair ‘TWIST LOCK’.
02.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.
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29.03.1993 Repair ‘TWIST LOCK’.
29.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2392 X’
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1993 Repair ‘VEHICLE COMPLETE’.
17.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
21.10.1993 Repair ‘END BRAKE COCK’.
21.10.1993 Repair ‘TWIST LOCK’.
21.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
19.11.1993 Repair ‘STANCHION’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘END BRAKE COCK’.
23.11.1993 Repair ‘HOSE FITTINGS’.
23.11.1993 Repair ‘TRAIN PIPE’.
23.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2392 X’
13.12.1993 Repair ‘TWIST LOCK’.
13.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
13.01.1994 Repair ‘TWIST LOCK’.
13.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2392 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2392 X’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
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12.07.1996 Repair ‘VEHICLE COMPLETE’.
15.10.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2394

Details: wagon ‘RQXY 2394 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Fleet Grp Code: AD RZ RC HS CM CN CH
Return to Service Date: 11.09.1996
Last Triple Valve: 22.03.1988
Last Brake Cylinder: 11.02.1993
Last Single Car Test: 22.03.1988
Last Lift: 02.07.1986
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2394 D’
07.01.1990 Repair ‘HANDRAILS END’.
07.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2394 D’
22.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2394 D’
14.04.1991 Repair ‘HANDRAILS’.
14.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2394 D’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
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FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘BOGIE BEARERS’.
18.02.1992 Repair ‘BOGIE COMPLETE’.
18.02.1992 Repair ‘END COMPLETE’.
18.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1992 Repair ‘SIDE BEARER’.
18.02.1992 Repair ‘TRAIN PIPE’.
18.02.1992 Repair ‘VEHICLE RECLASSIFY’.
18.02.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘AQXY 2394 D’
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Repair ‘TWIST LOCK’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
23.06.1992 Repair ‘TWIST LOCK’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘TWIST LOCK’.
09.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2394 D’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘TOP CENTRE PLATE’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2394 D’
31.10.1992 Repair ‘TWIST LOCK’.
31.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2394 D’
26.05.1993 Repair ‘TWIST LOCK’.
26.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
12.07.1993 Repair ‘EMPTY LOAD VALVE’.
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12.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQXY 2394 D’

23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
23.07.1993 Repair ‘TWIST LOCK’.
23.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2394 D’
30.08.1993 Repair ‘STEP’.
30.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
02.10.1993 Repair ‘WHEEL SET’.
02.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2394 D’
01.12.1993 Repair ‘TWIST LOCK’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
20.01.1994 Repair ‘TWIST LOCK’.
20.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2394 D’
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2394 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2394 D’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
21.02.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2396

Details: wagon ‘RQXY 2396 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.9tonne
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Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 166
Date Built: 20.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 09.07.1996
Last Triple Valve: 12.05.1988
Last Brake Cylinder: 22.02.1991
Last Single Car Test: 26.10.1988
Last Lift: 01.06.1984
Cont Connector Type:] P
Cont Max Slots: 3

29.09.1988 Alteration complete ‘RECLASSIFY ALL ‘AFQX’ FLAT WAGONS TO ‘AQOX‘.
RETAIN SAME NUMBERS. RECLASSIFY ALL ‘AQQX’ FLAT WAGONS TO ‘AQOX‘.
REMOVE BULKHEADS. STOPPED AT 32 NO. SEE RS 4625. (RS4344)’. New class:
‘AQOX’.

22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘TWIST LOCK’.
22.01.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2396 L’
21.09.1990 Repair ‘BRAKE LEVER’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQOY 2396 L’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BRAKE LEVER’.
22.02.1991 Repair ‘COUPLER KNUCKLE’.
22.02.1991 Repair ‘END BRAKE COCK’.
22.02.1991 Repair ‘END HOSE’.
22.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.02.1991 Repair ‘TWIST LOCK’.
22.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
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11.03.1991 Repair ‘BRAKE LEVER’.
11.03.1991 Repair ‘BRAKE PULL ROD’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1991 Repair ‘TWIST LOCK’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
17.04.1991 Repair ‘END HOSE’.
17.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQOY 2396 L’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

26.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1991 Repair ‘COUPLER KNUCKLE’.
26.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Repair ‘TWIST LOCK’.
26.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BRAKE PULL ROD’.
21.01.1992 Repair ‘EMPTY LOAD VALVE’.
21.01.1992 Repair ‘GRADE CONTROL VALVE’.
21.01.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1992 Repair ‘TWIST LOCK’.
21.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
24.04.1992 Repair ‘STEP’.
24.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2396 L’
02.07.1992 Repair ‘HANDRAILS END’.
02.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQOY 2396 L’
16.07.1992 Repair ‘VEHICLE COMPLETE’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘TWIST LOCK’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Repair ‘BRAKE BLOCK RB95’.
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30.07.1992 Repair ‘BRAKE PULL ROD’.
30.07.1992 Repair ‘SIDE BEARER’.
30.07.1992 Repair ‘TWIST LOCK’.
30.07.1992 Repair ‘VEHICLE RECLASSIFY’.
30.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
24.08.1992 Repair ‘TWIST LOCK’.
24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
26.08.1992 Repair ‘TWIST LOCK’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
05.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
29.09.1992 Repair ‘STEP’.
29.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
08.10.1992 Repair ‘TWIST LOCK’.
08.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
29.10.1992 Repair ‘TWIST LOCK’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
14.12.1992 Repair ‘TWIST LOCK’.
14.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1993 Repair ‘BRAKE PULL ROD’.
23.02.1993 Repair ‘CARD OR CLIP HOLDER’.
23.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1993 Repair ‘VEHICLE COMPLETE’.
23.02.1993 Repair ‘WHEEL SET’.
23.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
02.04.1993 Repair ‘TWIST LOCK’.
02.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘TWIST LOCK’.
21.04.1993 Repair ‘VEHICLE COMPLETE’.
21.04.1993 Repair ‘WHEEL SET’.
21.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
08.05.1993 Repair ‘HANDRAILS’.
08.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQOY 2396 L’
26.06.1993 Repair ‘TWIST LOCK’.
26.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
15.07.1993 Repair ‘HANDRAILS END’.
15.07.1993 Repair ‘TWIST LOCK’.
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15.07.1993 Issued at location ‘Islington Works’ with a previous code of wagon
‘RQOY 2396 L’

16.07.1993 Repair ‘TWIST LOCK’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
27.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
22.09.1993 Repair ‘TWIST LOCK’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
15.12.1993 Repair ‘TWIST LOCK’.
15.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
11.01.1994 Repair ‘TWIST LOCK’.
11.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
26.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQOY 2396 L’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
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05.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQOY 2396 L’

15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2396 L’
22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2396 L’
07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2396 L’
31.10.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2398

Details: wagon ‘RQXY 2398 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 04.11.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQOY
BSG Code: FBQZ

Capacity of 50 tonnes

Fleet Grp Code: WR CM CN UI AD CI
Return to Service Date: 21.09.1996
Due Triple Valve: 01.04.1989
Last Triple Valve: 06.01.1994
Last Brake Cylinder: 05.03.1993
Last Single Car Test: 15.10.1993
Last Lift: 16.04.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.
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08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1991 Repair ‘BRAKE BLOCK RB95’.
08.01.1991 Repair ‘BRAKE LEVER’.
08.01.1991 Repair ‘BRAKE PULL ROD’.
08.01.1991 Repair ‘COUPLER KNUCKLE’.
08.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.01.1991 Repair ‘EMPTY LOAD VALVE’.
08.01.1991 Repair ‘END BRAKE COCK’.
08.01.1991 Repair ‘END BRAKE COCK’.
08.01.1991 Repair ‘END HOSE’.
08.01.1991 Repair ‘GRADE CONTROL VALVE’.
08.01.1991 Repair ‘HANDRAILS END’.
08.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.01.1991 Repair ‘TRAIN PIPE (END)’.
08.01.1991 Repair ‘TWIST LOCK’.
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
29.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.01.1991 Repair ‘BRAKE PULL ROD’.
29.01.1991 Repair ‘END BRAKE COCK’.
29.01.1991 Repair ‘END HOSE’.
29.01.1991 Repair ‘HANDRAILS’.
29.01.1991 Repair ‘STEP’.
29.01.1991 Repair ‘TOP CENTRE PLATE’.
29.01.1991 Repair ‘TRAIN PIPE’.
29.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2398 G’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘END HOSE’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘TWIST LOCK’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
15.10.1991 Repair ‘STEP’.
15.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
08.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
08.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQOY 2398 G’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
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07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BOGIE BEARERS’.
07.08.1992 Repair ‘END HOSE’.
07.08.1992 Repair ‘TWIST LOCK’.
07.08.1992 Repair ‘VEHICLE RECLASSIFY’.
07.08.1992 Repair ‘VEHICLE STENCILS’.
07.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BOGIE BEARINGS’.
28.09.1992 Repair ‘COUPLER KNUCKLE’.
28.09.1992 Repair ‘VEHICLE COMPLETE’.
28.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
09.02.1993 Repair ‘TWIST LOCK’.
09.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
16.02.1993 Repair ‘TWIST LOCK’.
16.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1993 Repair ‘BRAKE LEVER’.
05.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘END HOSE’.
05.03.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘TWIST LOCK’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
05.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.03.1993 Repair ‘VEHICLE COMPLETE’.
11.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRANCH PIPE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
26.03.1993 Repair ‘STEP’.
26.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘TWIST LOCK’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘HANDRAILS END’.
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15.10.1993 Repair ‘TWIST LOCK’.
15.10.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2398 G’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE BLOCK RB95’.
17.12.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.12.1993 Repair ‘BRAKE LEVER’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.12.1993 Repair ‘VEHICLE COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘EMPTY LOAD VALVE’.
06.01.1994 Repair ‘END HOSE’.
06.01.1994 Repair ‘GRADE CONTROL VALVE’.
06.01.1994 Repair ‘HAND RELEASE (AIR)’.
06.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
27.03.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
23.04.1994 Repair ‘VEHICLE COMPLETE’.
23.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQOY 2398 G’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
16.10.1994 Repair ‘VEHICLE COMPLETE’.
16.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2398 G’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
24.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
09.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQOY 2398 G’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2398 G’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2398 G’
31.08.1995 Repair ‘VEHICLE RECLASSIFY’.
31.08.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2398 G’
07.09.1995 Repair ‘VEHICLE COMPLETE’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.
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RQXY 2400

Details: wagon ‘RQXY 2400 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 28.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX AQXY
BSG Code: FSQZ

Capacity of 65 tonnes

Corporate ID flag: Y
Fleet Grp Code: RZ RC CM CN AD CH
Return to Service Date: 18.10.1996
Due Triple Valve: 15.08.1997
Last Brake Cylinder: 28.01.1993
Last Single Car Test: 05.12.1991
Last Lift: 15.09.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

14.08.1989 Repair ‘BRAKE PULL ROD’.
14.08.1989 Repair ‘HANDRAILS’.
14.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2400 R’
08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BRANCH PIPE’.
08.09.1989 Repair ‘TRAIN PIPE (END)’.
08.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2400 R’
14.09.1989 Repair ‘STEP’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2400 R’
13.11.1989 Repair ‘HANDRAILS END’.
13.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2400 R’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
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17.01.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1990 Repair ‘END HOSE’.
17.01.1990 Repair ‘GRADE CONTROL VALVE’.
17.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.01.1990 Repair ‘STEP’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘TWIST LOCK’.
17.01.1990 Repair ‘VEHICLE COMPLETE’.
17.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
09.03.1991 Repair ‘TWIST LOCK’.
09.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Repair ‘TWIST LOCK’.
13.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
08.05.1991 Alteration complete ‘FIT 70T AAR BOGIE WITH MODIFIED ‘MINER’

RESILIENT SIDEBEARERS TO (14) ‘AQOX’ WAGONS. RECLASSIFY TO ‘AQXY’
WAGONS. RECLASSIFY BOGIE IN ACCORDANCE WITH ME STANDARD R40.
FIT SIDEBEARERS IN ACCORDANCE WITH DRAWING A1/W3-11 ITEM3.
(TCC-4500 BLOCKS & CAP). AQOX - AS SELECTED. (RS4599)’. New class: ‘AQXY’.

04.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1991 Repair ‘EMPTY LOAD VALVE’.
04.12.1991 Repair ‘TOP CENTRE PLATE’.
04.12.1991 Repair ‘TWIST LOCK’.
04.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2400 R’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE BEARERS’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Repair ‘END COMPLETE’.
17.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1992 Repair ‘VEHICLE RECLASSIFY’.
17.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘AQXY 2400 R’
17.04.1992 Repair ‘END HOSE’.
17.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
28.05.1992 Repair ‘TWIST LOCK’.
28.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
24.08.1992 Repair ‘TWIST LOCK’.
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24.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQXY 2400 R’

30.08.1992 Repair ‘TWIST LOCK’.
30.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
16.09.1992 Repair ‘TWIST LOCK’.
16.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
02.10.1992 Repair ‘STEP’.
02.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘SIDE STEP’.
13.10.1992 Repair ‘STEP’.
13.10.1992 Repair ‘VEHICLE COMPLETE’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
26.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2400 R’
23.12.1992 Alteration ‘ALL WAGONS FITTED WITH MINER CAGES ON 70T BOGIES

WITH BOLTS & NYLOC NUTS THAT BECOME LOOSE OR LOST ARE TO BE
REPLACED WITH HUCK BOLTS:- BOLT C50LRBR-28 WITH COLLAR & WASHER
LC2R24-G & M20 STRUCTURAL WASHER. ALL WAGONS PASSING THROUGH
DEPOTS OR W/SHOPS WHERE HUCK MACHINES EXIST ARE TO HAVE THE
ACTION EFFECTED IMMEDIATELY ON ALL BOGIES. AQTY, AKTY, AKSY, AQXY,
AQMY, AKPY, AQWY. (RS4763)’.

28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BRAKE BLOCK RB101’.
28.01.1993 Repair ‘COUPLER KNUCKLE’.
28.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘TWIST LOCK’.
28.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
02.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1993 Repair ‘BOGIE COMPLETE’.
02.04.1993 Repair ‘BRAKE PULL ROD’.
02.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘AQXY 2400 R’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘COUPLER KNUCKLE’.
27.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.05.1993 Repair ‘EMPTY LOAD VALVE’.
27.05.1993 Repair ‘GRADE CONTROL VALVE’.
27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Repair ‘TWIST LOCK’.
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27.05.1993 Repair ‘TWIST LOCK’.
27.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.08.1993 Repair ‘BRAKE BLOCK RB101’.
16.08.1993 Repair ‘BRAKE PULL ROD’.
16.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1993 Repair ‘COUPLER KNUCKLE’.
16.08.1993 Repair ‘EMPTY LOAD VALVE’.
16.08.1993 Repair ‘END BRAKE COCK’.
16.08.1993 Repair ‘GRADE CONTROL VALVE’.
16.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Repair ‘TWIST LOCK’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE BLOCK RB101’.
08.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.10.1993 Repair ‘COUPLER KNUCKLE’.
08.10.1993 Repair ‘EMPTY LOAD VALVE’.
08.10.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘TWIST LOCK’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
19.10.1993 Repair ‘STEP’.
19.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2400 R’
23.12.1993 Repair ‘TWIST LOCK’.
23.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
07.01.1994 Repair ‘TWIST LOCK’.
07.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQXY 2400 R’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQXY 2400 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQXY 2400 R’
13.06.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
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24.04.1995 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
16.05.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.

RQXY 2405

Details: wagon ‘RQXY 2405 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 24.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $13800
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 165
Date Built: 29.10.1971
Operating System: AN
Intended Use: CONTAINERS I.S.O
Remarks: EX RQOY
BSG Code: FSQZ

Capacity of 50 tonnes

Fleet Grp Code: RZ RC CM CN UI AD CI
Return to Service Date: 27.11.1995
Due Triple Valve: 01.03.1988
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 28.07.1992
Last Single Car Test: 25.05.1993
Last Lift: 01.06.1987
Cont Connector Type:] P
Cont Max Slots: 3

12.09.1988 Alteration complete ‘CONTAINER WAGONS ‘AQMX, AQMP/Y, AQCX,
AFKX’ TO HAVE STANCHIONS REMOVED AND STORED. WAGONS TO HAVE
TARE MASS CORRECTED. (RS4325)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.07.1989 Repair ‘TWIST LOCK’.
11.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQOY 2405 G’
21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘COUPLER KNUCKLE’.
21.07.1989 Repair ‘EMPTY LOAD VALVE’.
21.07.1989 Repair ‘GRADE CONTROL VALVE’.
21.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.07.1989 Repair ‘STANCHION’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘TWIST LOCK’.
21.07.1989 Repair ‘VEHICLE RETARE’.
21.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
08.02.1990 Repair ‘TWIST LOCK’.
08.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘COUPLER KNUCKLE’.
22.05.1990 Repair ‘EMPTY LOAD VALVE’.
22.05.1990 Repair ‘END BRAKE COCK’.
22.05.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1990 Repair ‘SIDE STEP’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Repair ‘TWIST LOCK’.
22.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.06.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1990 Repair ‘STEP’.
04.06.1990 Repair ‘TRAIN PIPE (END)’.
04.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.06.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RQOY 2405 G’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘END BRAKE COCK’.
13.11.1990 Repair ‘END HOSE’.
13.11.1990 Repair ‘TRAIN PIPE (END)’.
13.11.1990 Repair ‘TRAIN PIPE’.
13.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2405 G’
29.07.1991 Alteration complete ‘FIT MINER TCC-II-35XX LOW LEVEL RESILIENT

SIDEBEARERS TO 77 NO.(30 B.G & 47 S.G.) CONTAINER WAGONS. (72 NO.
AQOX,3 NO. AQQX, 2 NO. AFQX). BULKHEADS TO BE REMOVED FROM THE
‘AFQX’ WAGONS. ALL CONVERSIONS TO BE IN ACCORDANCE WITH ME
STANDARD R31. RECLASSIFY WAGONS TO ‘AQOY‘. RECLASSIFY BOGIES IN
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ACCORDANCE WITH ME STANDARD R40. 72 AQOX, 3 AQQX & 2 AFQX.
(RS4625)’. New class: ‘AQOY’.

18.10.1991 Repair ‘END BRAKE COCK’.
18.10.1991 Repair ‘SIDE STEP’.
18.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQOY 2405 G’
18.11.1991 Repair ‘END BRAKE COCK’.
18.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQOY 2405 G’
21.07.1992 Alteration complete ‘PROVIDE IBC,S FOR 48’ CONTAINER TRAFFIC ON

‘AQOX’ AND ‘AQOY’ WAGONS. (RS4715)’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1992 Repair ‘COUPLER KNUCKLE’.
28.07.1992 Repair ‘END BRAKE COCK’.
28.07.1992 Repair ‘END HOSE’.
28.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.07.1992 Repair ‘SIDE BEARER’.
28.07.1992 Repair ‘TWIST LOCK’.
28.07.1992 Repair ‘VEHICLE RECLASSIFY’.
28.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
22.09.1992 Repair ‘TWIST LOCK’.
22.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
14.10.1992 Repair ‘TWIST LOCK’.
14.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘BRAKE LEVER’.
07.01.1993 Repair ‘BRAKE PULL ROD’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘END HOSE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Repair ‘TWIST LOCK’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
18.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.
18.03.1993 Repair ‘EMPTY LOAD VALVE’.
18.03.1993 Repair ‘GRADE CONTROL VALVE’.
18.03.1993 Repair ‘TWIST LOCK’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘HANDRAILS END’.
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25.05.1993 Repair ‘TWIST LOCK’.
25.05.1993 Repair ‘VEHICLE COMPLETE’.
25.05.1993 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2405 G’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘EMPTY LOAD VALVE’.
05.10.1993 Repair ‘GRADE CONTROL VALVE’.
05.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Repair ‘TWIST LOCK’.
05.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
12.10.1993 Repair ‘BOGIE SIDEFRAME’.
12.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
01.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
06.02.1994 Repair ‘BRAKE SPRING’.
06.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQOY’ CONTAINER FLATS TO ‘RQOY‘.

(NRC025)’. New class: ‘RQOY’.
07.04.1994 Alteration complete ‘RECLASSIFY ‘AQXY’ CONTAINER FLATS TO ‘RQXY‘.

(NRC028)’. New class: ‘RQXY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
29.05.1994 Repair ‘VEHICLE RENUMBERED’.
29.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQOY 2405 G’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
26.12.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
24.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQOY 2405 G’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQOY 2405 G’
20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQOY 2405 G’
28.04.1995 Repair ‘BOGIE COMPLETE’.
28.04.1995 Repair ‘VEHICLE RECLASSIFY’.
28.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2405 G’
09.05.1995 Repair ‘VEHICLE RECLASSIFY’.
09.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQOY 2405 G’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
26.07.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
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2.723 Wagon classification starting with ‘RQY’

RQYY 5101

Details: wagon ‘RQYY 5101 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.2m
Tare Weight: 62tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 17.10.1993
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQYY
BSG Code: FSQQ

Capacity of 150 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN CM CA
Return to Service Date: 25.05.1996
Cont Connector Type:] P
Cont Max Slots: 5

10.05.1993 Alteration complete ‘CONSTRUCT 2 OFF ARTICULATED 5-PACK WELL
WAGONS TO SUIT 48’ TRAFFIC. CLASSIFY AQYY5101D AND AQYY5102M.
(RS4792)’.

17.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1993 Repair ‘BOGIE BEARERS’.
17.10.1993 Repair ‘BOGIE BEARERS’.
17.10.1993 Repair ‘BOGIE BEARERS’.
17.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1993 Repair ‘BRANCH PIPE’.
17.10.1993 Repair ‘SIDE BEARER’.
17.10.1993 Repair ‘SIDE BEARER’.
17.10.1993 Repair ‘SIDE BEARER’.
17.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5101 D’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BEARERS’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQYY 5101 D’
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02.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘AQYY 5101 D’

02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5101 D’
10.11.1993 Repair ‘BOGIE BEARERS’.
10.11.1993 Repair ‘BOGIE BEARERS’.
10.11.1993 Repair ‘BOGIE BEARERS’.
10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5101 D’
22.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.11.1993 Repair ‘SIDE BEARER’.
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQYY 5101 D’
30.12.1993 Repair ‘BOGIE BEARERS’.
30.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQYY 5101 D’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘AQYY 5101 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AQYY’ CONTAINER FLATS TO ‘RQYY‘.

(NRC064)’. New class: ‘RQYY’.
03.05.1994 Repair ‘VEHICLE COMPLETE’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5101 D’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
28.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.

RQYY 5102

Details: wagon ‘RQYY 5102 G’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 91.2m
Tare Weight: 62tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 21.05.1993
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX AQYY
BSG Code: FSQQ

Capacity of 150 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN CM CA
Return to Service Date: 10.10.1996
Last Brake Cylinder: 05.11.1993
Cont Connector Type:] P
Cont Max Slots: 5

10.05.1993 Alteration complete ‘CONSTRUCT 2 OFF ARTICULATED 5-PACK WELL
WAGONS TO SUIT 48’ TRAFFIC. CLASSIFY AQYY5101D AND AQYY5102M.
(RS4792)’.

04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1993 Repair ‘BOGIE COMPLETE’.
04.11.1993 Repair ‘BRAKE CYLINDER HOSE’.
04.11.1993 Repair ‘BRAKE LEVER’.
04.11.1993 Repair ‘BRAKE LEVER’.
04.11.1993 Repair ‘COUPLER COMPLETE’.
04.11.1993 Repair ‘COUPLER COMPLETE’.
04.11.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.11.1993 Repair ‘COUPLER KNUCKLE’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘END HOSE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1993 Repair ‘SIDE BEARER’.
04.11.1993 Repair ‘SIDE BEARER’.
04.11.1993 Repair ‘SIDE BEARER’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5102 M’
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BEARERS’.
16.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5102 M’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
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08.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon
‘AQYY 5102 M’

07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘AQYY 5102 M’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQYY 5102 M’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘AQYY 5102 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘AQYY’ CONTAINER FLATS TO ‘RQYY‘.

(NRC064)’. New class: ‘RQYY’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘AQYY 5102 M’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Repair ‘VEHICLE COMPLETE’.
13.05.1995 Repair ‘VEHICLE COMPLETE’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
30.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.

RQYY 7004

Details: wagon ‘RQYY 7004 G’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 91.2m
Tare Weight: 65tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 23.08.1994
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 175 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD CN
Return to Service Date: 16.09.1996
Cont Connector Type:] P
Cont Max Slots: 10

06.09.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RQYY 7007

Details: wagon ‘RQYY 7007 K’ in AN ‘Mainland Division’.

Owner: BOXCAR
Operator: C
Length Over Headstocks: 91.2m
Tare Weight: 65tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Date Built: 27.09.1994
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 175 tonnes

Fleet Grp Code: AD CN
Return to Service Date: 30.08.1996
Cont Connector Type:] P
Cont Max Slots: 10

04.02.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
22.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
01.11.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.

RQYY 7008

Details: wagon ‘RQYY 7008 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 91.2m
Tare Weight: 65tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 30.09.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 175 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Cont Connector Type:] P
Cont Max Slots: 10
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RQYY 7083

Details: wagon ‘RQYY 7083 P’ in AN ‘Mainland Division’.

Owner: BOXCAR
Operator: C
Length Over Headstocks: 91.2m
Tare Weight: 65tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 28.09.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 175 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 31.05.1996
Cont Connector Type:] P
Cont Max Slots: 10

24.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.

2.724 Wagon classification starting with ‘RQZ’

RQZX 1

21.05.1996 Reclassified from wagon ‘RQZX 1 F’ to ’ wagon ‘VQGX 1 V’.

RQZX 2

03.06.1996 Reclassified from wagon ‘RQZX 2 Y’ to ’ wagon ‘VQGX 2 H’.

RQZX 3

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New
class: ‘RQZX’.

18.04.1996 Reclassified from wagon ‘RQZX 3 A’ to ’ wagon ‘VQGX 3 Q’.

RQZX 4

14.05.1996 Reclassified from wagon ‘RQZX 4 J’ to ’ wagon ‘VQGX 4 C’.

20012



2.724. Wagon classification starting with ‘RQZ’

RQZX 5

03.06.1996 Reclassified from wagon ‘RQZX 5 S’ to ’ wagon ‘VQGX 5 L’.

RQZX 6

Details: wagon ‘RQZX 6 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

16.02.1990 Repair ‘END HOSE’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘VQGX 6 U’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1991 Repair ‘VEHICLE COMPLETE’.
15.11.1991 Repair ‘YOKE CARRIER’.
15.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘VQGX 6 U’
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Repair ‘WHEEL SET’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQGX 6 U’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BODY COMPLETE’.
17.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘VQGX 6 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘VQGX 6 U’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Repair ‘VEHICLE COMPLETE’.

RQZX 7

27.05.1996 Reclassified from wagon ‘RQZX 7 N’ to ’ wagon ‘VQGX 7 G’.
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RQZX 8

03.06.1996 Reclassified from wagon ‘RQZX 8 W’ to ’ wagon ‘VQGX 8 P’.

RQZX 9

18.07.1996 Reclassified from wagon ‘RQZX 9 X’ to ’ wagon ‘VQGX 9 B’.

RQZX 10

03.06.1996 Reclassified from wagon ‘RQZX 10 E’ to ’ wagon ‘VQGX 10 U’.

RQZX 11

21.05.1996 Reclassified from wagon ‘RQZX 11 N’ to ’ wagon ‘VQGX 11 G’.

RQZX 12

14.06.1996 Reclassified from wagon ‘RQZX 12 W’ to ’ wagon ‘VQGX 12 P’.

RQZX 13

03.06.1996 Reclassified from wagon ‘RQZX 13 X’ to ’ wagon ‘VQGX 13 B’.

RQZX 14

03.06.1996 Reclassified from wagon ‘RQZX 14 R’ to ’ wagon ‘VQGX 14 K’.

RQZX 15

30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New
class: ‘RQZX’.

18.04.1996 Reclassified from wagon ‘RQZX 15 D’ to ’ wagon ‘VQGX 15 T’.

RQZX 16

27.05.1996 Reclassified from wagon ‘RQZX 16 M’ to ’ wagon ‘VQGX 16 F’.

RQZY 7008

21.11.1996 Reclassified from wagon ‘RQZY 7008 W’ to ’ wagon ‘RRZY 7008 B’.

RQZY 7009

08.04.1997 Reclassified from wagon ‘RQZY 7009 X’ to ’ wagon ‘RRZY 7009 K’.

RQZY 7010

07.08.1996 Reclassified from wagon ‘RQZY 7010 E’ to ’ wagon ‘RRZY 7010 G’.
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2.724. Wagon classification starting with ‘RQZ’

RQZY 7011

Details: wagon ‘RQZY 7011 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

24.07.1995 Repair ‘VEHICLE COMPLETE’.
21.12.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7012

05.08.1996 Reclassified from wagon ‘RQZY 7012 W’ to ’ wagon ‘RRZY 7012 B’.

RQZY 7013

22.07.1996 Reclassified from wagon ‘RQZY 7013 X’ to ’ wagon ‘RRZY 7013 K’.

RQZY 7014

Details: wagon ‘RQZY 7014 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

01.10.1995 Repair ‘VEHICLE COMPLETE’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7015

Details: wagon ‘RQZY 7015 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

17.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
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2.724. Wagon classification starting with ‘RQZ’

RQZY 7016

Details: wagon ‘RQZY 7016 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

31.07.1995 Repair ‘VEHICLE COMPLETE’.
31.07.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7017

07.08.1996 Reclassified from wagon ‘RQZY 7017 V’ to ’ wagon ‘RRZY 7017 A’.

RQZY 7018

07.08.1996 Reclassified from wagon ‘RQZY 7018 H’ to ’ wagon ‘RRZY 7018 J’.

RQZY 7019

09.07.1996 Reclassified from wagon ‘RQZY 7019 Q’ to ’ wagon ‘RRZY 7019 S’.

RQZY 7020

Details: wagon ‘RQZY 7020 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7021

08.04.1997 Reclassified from wagon ‘RQZY 7021 V’ to ’ wagon ‘RRZY 7021 A’.

RQZY 7022

Details: wagon ‘RQZY 7022 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7023

Details: wagon ‘RQZY 7023 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
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Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

07.06.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7024

08.04.1997 Reclassified from wagon ‘RQZY 7024 C’ to ’ wagon ‘RRZY 7024 E’.

RQZY 7025

11.10.1996 Reclassified from wagon ‘RQZY 7025 L’ to ’ wagon ‘RRZY 7025 N’.

RQZY 7026

Details: wagon ‘RQZY 7026 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

17.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
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RQZY 7027

Details: wagon ‘RQZY 7027 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

05.01.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
08.09.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7028

09.07.1996 Reclassified from wagon ‘RQZY 7028 P’ to ’ wagon ‘RRZY 7028 R’.

RQZY 7029

22.07.1996 Reclassified from wagon ‘RQZY 7029 B’ to ’ wagon ‘RRZY 7029 D’.

RQZY 7030

Details: wagon ‘RQZY 7030 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
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Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

13.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7031

Details: wagon ‘RQZY 7031 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7032

17.12.1996 Reclassified from wagon ‘RQZY 7032 P’ to ’ wagon ‘RRZY 7032 R’.

RQZY 7033

Details: wagon ‘RQZY 7033 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

13.12.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7034

27.09.1996 Reclassified from wagon ‘RQZY 7034 K’ to ’ wagon ‘RRZY 7034 M’.

RQZY 7035

Details: wagon ‘RQZY 7035 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

20.05.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7036

Details: wagon ‘RQZY 7036 F’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

14.10.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7037

Details: wagon ‘RQZY 7037 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

25.03.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
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09.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7038

Details: wagon ‘RQZY 7038 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

16.02.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7039

Details: wagon ‘RQZY 7039 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
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2.724. Wagon classification starting with ‘RQZ’

BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

07.06.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7040

Details: wagon ‘RQZY 7040 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

21.07.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7041

Details: wagon ‘RQZY 7041 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

06.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7042

Details: wagon ‘RQZY 7042 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7043

Details: wagon ‘RQZY 7043 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

02.03.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7044

Details: wagon ‘RQZY 7044 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

04.03.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7045

Details: wagon ‘RQZY 7045 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne

20027



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

02.03.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7046

Details: wagon ‘RQZY 7046 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

29.05.1996 Repair ‘VEHICLE COMPLETE’.
01.11.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.

RQZY 7047

Details: wagon ‘RQZY 7047 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

25.03.1996 Repair ‘VEHICLE COMPLETE’.
08.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7048

Details: wagon ‘RQZY 7048 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7049

Details: wagon ‘RQZY 7049 R’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7050

Details: wagon ‘RQZY 7050 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7051

Details: wagon ‘RQZY 7051 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

14.06.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7052

Details: wagon ‘RQZY 7052 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

29.04.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7053

Details: wagon ‘RQZY 7053 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
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Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7054

Details: wagon ‘RQZY 7054 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7055

Details: wagon ‘RQZY 7055 M’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7056

Details: wagon ‘RQZY 7056 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7057

Details: wagon ‘RQZY 7057 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
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Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7058

Details: wagon ‘RQZY 7058 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7059

Details: wagon ‘RQZY 7059 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.724. Wagon classification starting with ‘RQZ’

Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7060

Details: wagon ‘RQZY 7060 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

RQZY 7061

Details: wagon ‘RQZY 7061 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

26.08.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7062

Details: wagon ‘RQZY 7062 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

08.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7063

Details: wagon ‘RQZY 7063 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
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2.724. Wagon classification starting with ‘RQZ’

Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

06.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7064

Details: wagon ‘RQZY 7064 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

24.03.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7065

Details: wagon ‘RQZY 7065 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

31.07.1996 Repair ‘VEHICLE COMPLETE’.

RQZY 7066

Details: wagon ‘RQZY 7066 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 05.07.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

2.725 Wagon classification starting with ‘RRA’

RRAY 7161

Details: wagon ‘RRAY 7161 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
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2.725. Wagon classification starting with ‘RRA’

Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7162

Details: wagon ‘RRAY 7162 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7163

Details: wagon ‘RRAY 7163 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7164

Details: wagon ‘RRAY 7164 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7165

Details: wagon ‘RRAY 7165 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7166

Details: wagon ‘RRAY 7166 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7167

Details: wagon ‘RRAY 7167 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7168

Details: wagon ‘RRAY 7168 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7169

Details: wagon ‘RRAY 7169 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7170

Details: wagon ‘RRAY 7170 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7171

Details: wagon ‘RRAY 7171 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7172

Details: wagon ‘RRAY 7172 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7173

Details: wagon ‘RRAY 7173 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7174

Details: wagon ‘RRAY 7174 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7175

Details: wagon ‘RRAY 7175 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7176

Details: wagon ‘RRAY 7176 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7177

Details: wagon ‘RRAY 7177 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7178

Details: wagon ‘RRAY 7178 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7179

Details: wagon ‘RRAY 7179 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7180

Details: wagon ‘RRAY 7180 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7181

Details: wagon ‘RRAY 7181 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7182

Details: wagon ‘RRAY 7182 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7183

Details: wagon ‘RRAY 7183 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7184

Details: wagon ‘RRAY 7184 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7185

Details: wagon ‘RRAY 7185 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7186

Details: wagon ‘RRAY 7186 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7187

Details: wagon ‘RRAY 7187 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7188

Details: wagon ‘RRAY 7188 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7189

Details: wagon ‘RRAY 7189 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7190

Details: wagon ‘RRAY 7190 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7191

Details: wagon ‘RRAY 7191 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7192

Details: wagon ‘RRAY 7192 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7193

Details: wagon ‘RRAY 7193 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7194

Details: wagon ‘RRAY 7194 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7195

Details: wagon ‘RRAY 7195 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7196

Details: wagon ‘RRAY 7196 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S

20052



2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7197

Details: wagon ‘RRAY 7197 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7198

Details: wagon ‘RRAY 7198 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7199

Details: wagon ‘RRAY 7199 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7200

Details: wagon ‘RRAY 7200 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7201

Details: wagon ‘RRAY 7201 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7202

Details: wagon ‘RRAY 7202 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7203

Details: wagon ‘RRAY 7203 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7204

Details: wagon ‘RRAY 7204 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7205

Details: wagon ‘RRAY 7205 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7206

Details: wagon ‘RRAY 7206 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7207

Details: wagon ‘RRAY 7207 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7208

Details: wagon ‘RRAY 7208 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7209

Details: wagon ‘RRAY 7209 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7210

Details: wagon ‘RRAY 7210 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7211

Details: wagon ‘RRAY 7211 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7212

Details: wagon ‘RRAY 7212 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7213

Details: wagon ‘RRAY 7213 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7214

Details: wagon ‘RRAY 7214 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7215

Details: wagon ‘RRAY 7215 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7216

Details: wagon ‘RRAY 7216 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7217

Details: wagon ‘RRAY 7217 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7218

Details: wagon ‘RRAY 7218 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7219

Details: wagon ‘RRAY 7219 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7220

Details: wagon ‘RRAY 7220 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7221

Details: wagon ‘RRAY 7221 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7222

Details: wagon ‘RRAY 7222 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7223

Details: wagon ‘RRAY 7223 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7224

Details: wagon ‘RRAY 7224 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7225

Details: wagon ‘RRAY 7225 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7226

Details: wagon ‘RRAY 7226 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7227

Details: wagon ‘RRAY 7227 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7228

Details: wagon ‘RRAY 7228 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7229

Details: wagon ‘RRAY 7229 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7230

Details: wagon ‘RRAY 7230 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7231

Details: wagon ‘RRAY 7231 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7232

Details: wagon ‘RRAY 7232 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7233

Details: wagon ‘RRAY 7233 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7234

Details: wagon ‘RRAY 7234 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7235

Details: wagon ‘RRAY 7235 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7236

Details: wagon ‘RRAY 7236 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7237

Details: wagon ‘RRAY 7237 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7238

Details: wagon ‘RRAY 7238 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7239

Details: wagon ‘RRAY 7239 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7240

Details: wagon ‘RRAY 7240 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7241

Details: wagon ‘RRAY 7241 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7242

Details: wagon ‘RRAY 7242 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7243

Details: wagon ‘RRAY 7243 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7244

Details: wagon ‘RRAY 7244 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7245

Details: wagon ‘RRAY 7245 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7246

Details: wagon ‘RRAY 7246 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7247

Details: wagon ‘RRAY 7247 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7248

Details: wagon ‘RRAY 7248 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7249

Details: wagon ‘RRAY 7249 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7250

Details: wagon ‘RRAY 7250 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7251

Details: wagon ‘RRAY 7251 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7252

Details: wagon ‘RRAY 7252 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7253

Details: wagon ‘RRAY 7253 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7254

Details: wagon ‘RRAY 7254 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7255

Details: wagon ‘RRAY 7255 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7256

Details: wagon ‘RRAY 7256 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.725. Wagon classification starting with ‘RRA’

Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7257

Details: wagon ‘RRAY 7257 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7258

Details: wagon ‘RRAY 7258 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRAY 7259

Details: wagon ‘RRAY 7259 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

RRAY 7260

Details: wagon ‘RRAY 7260 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 72.2m
Tare Weight: 53tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 189 tonnes

2.726 Wagon classification starting with ‘RRB’

RRBY 7111

Details: wagon ‘RRBY 7111 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
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2.726. Wagon classification starting with ‘RRB’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.08.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7112

Details: wagon ‘RRBY 7112 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7113

Details: wagon ‘RRBY 7113 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7114

Details: wagon ‘RRBY 7114 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7115

Details: wagon ‘RRBY 7115 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7116

Details: wagon ‘RRBY 7116 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7117

Details: wagon ‘RRBY 7117 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7118

Details: wagon ‘RRBY 7118 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7119

Details: wagon ‘RRBY 7119 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7120

Details: wagon ‘RRBY 7120 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7121

Details: wagon ‘RRBY 7121 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7122

Details: wagon ‘RRBY 7122 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7123

Details: wagon ‘RRBY 7123 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7124

Details: wagon ‘RRBY 7124 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7125

Details: wagon ‘RRBY 7125 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7126

Details: wagon ‘RRBY 7126 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7127

Details: wagon ‘RRBY 7127 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7128

Details: wagon ‘RRBY 7128 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7129

Details: wagon ‘RRBY 7129 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7130

Details: wagon ‘RRBY 7130 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7131

Details: wagon ‘RRBY 7131 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 48tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7132

Details: wagon ‘RRBY 7132 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7133

Details: wagon ‘RRBY 7133 H’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7134

Details: wagon ‘RRBY 7134 Q’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7135

Details: wagon ‘RRBY 7135 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7136

Details: wagon ‘RRBY 7136 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 20.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7137

Details: wagon ‘RRBY 7137 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7138

Details: wagon ‘RRBY 7138 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.09.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7139

Details: wagon ‘RRBY 7139 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7140

Details: wagon ‘RRBY 7140 L’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7141

Details: wagon ‘RRBY 7141 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7142

Details: wagon ‘RRBY 7142 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7143

Details: wagon ‘RRBY 7143 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7144

Details: wagon ‘RRBY 7144 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7145

Details: wagon ‘RRBY 7145 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7146

Details: wagon ‘RRBY 7146 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7147

Details: wagon ‘RRBY 7147 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7148

Details: wagon ‘RRBY 7148 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7149

Details: wagon ‘RRBY 7149 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7150

Details: wagon ‘RRBY 7150 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 20.10.1996
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7151

Details: wagon ‘RRBY 7151 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7152

Details: wagon ‘RRBY 7152 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7153

Details: wagon ‘RRBY 7153 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7154

Details: wagon ‘RRBY 7154 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7155

Details: wagon ‘RRBY 7155 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7156

Details: wagon ‘RRBY 7156 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.726. Wagon classification starting with ‘RRB’

Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7157

Details: wagon ‘RRBY 7157 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7158

Details: wagon ‘RRBY 7158 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

RRBY 7159

Details: wagon ‘RRBY 7159 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

RRBY 7160

Details: wagon ‘RRBY 7160 E’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 64.9m
Tare Weight: 51tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 6X2
Date Built: 01.10.1993
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 192 tonnes

2.727 Wagon classification starting with ‘RRZ’

RRZY 7008

Details: wagon ‘RRZY 7008 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
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2.727. Wagon classification starting with ‘RRZ’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.10.1994
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7008
BSG Code: FSQQ

Capacity of 320 tonnes

Capacity of 400 tonnes

16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQZY 7008 W’
16.05.1995 Alteration complete ‘RECLASSIFY RQWY WAGON TO RQZY IN TIMS

ONLY. WAGON IS ALREADY STENCILLED RQZY 7008. RQWY7008. (RS4909)’.
New class: ‘RQZY’.

31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7008 W’
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7008 W’
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQZY 7008 W’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7008 W’
28.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQZY 7008 W’
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7008 W’
18.03.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7008 W’
03.04.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7008 W’
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQZY 7008 W’
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQZY 7008 W’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

30.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7008 W’
21.11.1996 Repair ‘VEHICLE RECLASSIFY’.
21.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7008 W’

RRZY 7009

Details: wagon ‘RRZY 7009 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7009X
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7009 X’
01.05.1996 Repair ‘VEHICLE RECLASSIFY’.
01.05.1996 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQZY 7009 X’
08.04.1997 Repair ‘VEHICLE RECLASSIFY’.
08.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7009 X’

RRZY 7010

Details: wagon ‘RRZY 7010 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
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2.727. Wagon classification starting with ‘RRZ’

Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7010 E
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

29.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZY 7010 E’
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7010 E’
14.01.1996 Repair ‘VEHICLE COMPLETE’.
14.01.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7010 E’
12.02.1996 Repair ‘VEHICLE COMPLETE’.
12.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7010 E’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7010 E’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7010 E’
05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7010 E’
07.08.1996 Repair ‘VEHICLE RECLASSIFY’.
07.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7010 E’

RRZY 7012

Details: wagon ‘RRZY 7012 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7012 W
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7012 W’
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7012 W’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7012 W’

RRZY 7013

Details: wagon ‘RRZY 7013 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 102tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7013X
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

21.07.1995 Repair ‘VEHICLE COMPLETE’.
21.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7013 X’
21.04.1996 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7013 X’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7013 X’
22.10.1996 Repair ‘VEHICLE COMPLETE’.
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2.727. Wagon classification starting with ‘RRZ’

RRZY 7017

Details: wagon ‘RRZY 7017 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY7017V
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

13.10.1995 Repair ‘VEHICLE COMPLETE’.
13.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7017 V’
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7017 V’
24.11.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7017 V’
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7017 V’
04.05.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7017 V’
27.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7017 V’
07.08.1996 Repair ‘VEHICLE RECLASSIFY’.
07.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7017 V’
16.09.1996 Repair ‘VEHICLE COMPLETE’.

RRZY 7018

Details: wagon ‘RRZY 7018 J’ in AN ‘Mainland Division’.

Owner: NRC
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7018 H
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

09.05.1996 Repair ‘VEHICLE COMPLETE’.
09.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7018 H’
02.06.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7018 H’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7018 H’
07.08.1996 Repair ‘VEHICLE RECLASSIFY’.
07.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7018 H’

RRZY 7019

Details: wagon ‘RRZY 7019 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 102tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7019 Q
BSG Code: FSQQ
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2.727. Wagon classification starting with ‘RRZ’

Capacity of 325 tonnes

Capacity of 420 tonnes

13.12.1995 Repair ‘VEHICLE COMPLETE’.
13.12.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7019 Q’
02.01.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7019 Q’
26.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7019 Q’
09.07.1996 Repair ‘VEHICLE RECLASSIFY’.
09.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7019 Q’

RRZY 7021

Details: wagon ‘RRZY 7021 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7021 V
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7021 V’
08.04.1997 Repair ‘VEHICLE RECLASSIFY’.
08.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7021 V’

RRZY 7024

Details: wagon ‘RRZY 7024 E’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7024 C
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

01.03.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7024 C’
08.06.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7024 C’
08.04.1997 Repair ‘VEHICLE RECLASSIFY’.
08.04.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7024 C’

RRZY 7025

Details: wagon ‘RRZY 7025 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
BSG Code: FSQQ

Capacity of 325 tonnes

20106



2.727. Wagon classification starting with ‘RRZ’

Capacity of 420 tonnes

27.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7025 L’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7025 L’
03.07.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7025 L’
31.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7025 L’
11.10.1996 Repair ‘VEHICLE RECLASSIFY’.
11.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7025 L’

RRZY 7028

Details: wagon ‘RRZY 7028 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 102tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7028P
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

10.12.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7028 P’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZY 7028 P’
28.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7028 P’
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2. TIMS GROUP INFORMATION - WAGONS

09.07.1996 Repair ‘VEHICLE RECLASSIFY’.
09.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7028 P’

RRZY 7029

Details: wagon ‘RRZY 7029 D’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 102tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7029 B
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

18.05.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7029 B’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7029 B’

RRZY 7032

Details: wagon ‘RRZY 7032 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
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Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7032 P
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZY 7032 P’
03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZY 7032 P’
17.12.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7032 P’

RRZY 7034

Details: wagon ‘RRZY 7034 M’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 105.6m
Tare Weight: 95tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 10X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Date Built: 01.06.1995
Operating System: AN
Intended Use: CONTAINERS
Remarks: EX RQZY 7034K
BSG Code: FSQQ

Capacity of 325 tonnes

Capacity of 420 tonnes

02.06.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7034 K’
07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZY 7034 K’
27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZY 7034 K’
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2. TIMS GROUP INFORMATION - WAGONS

2.728 Wagon classification starting with ‘RSA’

RSAY 11

Details: wagon ‘RSAY 11 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 30.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 15.12.1994
Due Triple Valve: 05.06.1993
Last Triple Valve: 28.01.1993
Last Single Car Test: 16.10.1989
Last Lift: 28.10.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 11 M’
06.09.1989 Repair ‘DOOR COMPLETE’.
06.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 11 M’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 11 M’
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2.728. Wagon classification starting with ‘RSA’

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE BEARERS’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘TRAIN PIPE (END)’.
18.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 11 M’
15.01.1991 Repair ‘DOOR COMPLETE’.
15.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 11 M’
05.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.06.1992 Repair ‘TRAIN PIPE (END)’.
05.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 11 M’
30.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
30.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 11 M’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BRANCH PIPE’.
28.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
28.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 11 M’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 11 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 11 M’
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RSAY 37

Details: wagon ‘RSAY 37 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 23.03.1929
Operating System: AN
Intended Use: CATTLE
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 28.05.1994
Due Triple Valve: 03.07.1991
Last Brake Cylinder: 03.07.1990
Last Single Car Test: 18.12.1989
Last Lift: 11.11.1977

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘BOGIE COMPLETE’.
27.11.1989 Repair ‘DOOR COMPLETE’.
27.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1989 Repair ‘TRAIN PIPE (END)’.
27.11.1989 Repair ‘VEHICLE RECLASSIFY’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 37 N’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘END BRAKE COCK’.
18.12.1989 Repair ‘TRAIN PIPE (END)’.
18.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 37 N’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘DOOR COMPLETE’.
22.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 37 N’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BOLSTER’.
03.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 37 N’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘BRAKE PULL ROD’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 37 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 37 N’

RSAY 58

Details: wagon ‘RSAY 58 S’ in AN ‘Mainland Division’.
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2.728. Wagon classification starting with ‘RSA’

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-1
Date Built: 22.06.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 11.08.1994
Due Triple Valve: 15.06.1988
Last Single Car Test: 22.11.1990
Last Lift: 13.12.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘END BRAKE COCK’.
27.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 58 P’
11.05.1990 Repair ‘ROOF BOARDS’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 58 P’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BEARERS’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1990 Repair ‘BRANCH PIPE’.
20.11.1990 Repair ‘END BOARDS’.
20.11.1990 Repair ‘SIDE BEARER’.
20.11.1990 Repair ‘TRAIN PIPE (END)’.
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20.11.1990 Repair ‘VEHICLE RECLASSIFY’.
20.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 58 P’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘DOOR LOCK MECHANISM’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 58 P’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘SIDE BOARDS’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 58 P’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 58 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 58 P’

RSAY 59

Details: wagon ‘RSAY 59 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.1tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-1
Date Built: 06.04.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAF
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 26.07.1994
Due Triple Valve: 03.07.1991
Last Brake Cylinder: 03.07.1990
Last Single Car Test: 27.11.1990
Last Lift: 28.10.1987

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN

20114
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ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

11.05.1990 Repair ‘ROOF BOARDS’.
11.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 59 B’
02.07.1990 Repair ‘STEP’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 59 B’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 59 B’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BEARERS’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘END BOARDS’.
20.11.1990 Repair ‘ROOF BOARDS’.
20.11.1990 Repair ‘SIDE BEARER’.
20.11.1990 Repair ‘VEHICLE RECLASSIFY’.
20.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 59 B’
16.10.1991 Repair ‘SIDE BOARDS’.
16.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 59 B’
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1992 Repair ‘COUPLER KNUCKLE’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 59 B’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘DOOR COMPLETE’.
19.11.1992 Repair ‘FLOOR BOARDS’.
19.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 59 B’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘FLOOR BOARDS’.
10.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 59 B’
11.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1992 Repair ‘BRAKE PULL ROD’.
11.12.1992 Repair ‘FLOOR BOARDS’.
11.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 59 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘END BOARDS’.
19.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 59 B’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
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RSAY 64

Details: wagon ‘RSAY 64 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 23.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 15.12.1994
Due Triple Valve: 29.06.1992
Last Brake Cylinder: 02.11.1989
Last Single Car Test: 13.10.1993
Last Lift: 04.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BOGIE COMPLETE’.
02.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.11.1989 Repair ‘COUPLER KNUCKLE’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘TRAIN PIPE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 64 K’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BEARINGS’.
10.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
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10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BEARERS’.
10.01.1990 Repair ‘BOGIE COMPLETE’.
10.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.01.1990 Repair ‘DOOR COMPLETE’.
10.01.1990 Repair ‘SIDE BEARER’.
10.01.1990 Repair ‘TRAIN PIPE’.
10.01.1990 Repair ‘VEHICLE RECLASSIFY’.
10.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘FLOOR BOARDS’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 64 K’
18.04.1991 Repair ‘SIDE BOARDS’.
18.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
29.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1991 Repair ‘BOGIE COMPLETE’.
29.06.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.06.1991 Repair ‘COUPLER KNUCKLE’.
29.06.1991 Repair ‘WHEEL SET’.
29.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 64 K’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘TRAIN PIPE (END)’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
20.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1992 Repair ‘BOGIE BEARERS’.
20.02.1992 Repair ‘BOGIE COMPLETE’.
20.02.1992 Repair ‘DOOR COMPLETE’.
20.02.1992 Repair ‘SIDE BEARER’.
20.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
22.09.1993 Repair ‘STEP’.
22.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 64 K’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘DOOR COMPLETE’.
13.10.1993 Repair ‘END BOARDS’.
13.10.1993 Repair ‘SIDE BOARDS’.
13.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 64 K’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.

RSAY 70

Details: wagon ‘RSAY 70 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.7tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-1
Date Built: 23.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 05.01.1995
Due Triple Valve: 27.11.1990
Last Brake Cylinder: 27.11.1989
Last Single Car Test: 21.09.1990
Last Lift: 26.10.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 70 F’
14.06.1990 Repair ‘BODY COMPLETE’.
14.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 70 F’
30.07.1990 Repair ‘SIDE BOARDS’.
30.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 70 F’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 70 F’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.09.1990 Repair ‘SIDE BEARER’.
20.09.1990 Repair ‘STRIKING CASTING’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 70 F’
20.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 70 F’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1991 Repair ‘FLOOR BOARDS’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 70 F’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘SIDE BOARDS’.
19.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 70 F’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘END BOARDS’.
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 70 F’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 70 F’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 70 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 70 F’
05.01.1995 Repair ‘VEHICLE COMPLETE’.

RSAY 78

Details: wagon ‘RSAY 78 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.1tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 30.03.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle
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Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 02.09.1994
Due Triple Valve: 11.06.1988
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 23.05.1988
Last Single Car Test: 20.10.1993
Last Lift: 03.10.1979

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

25.07.1989 Repair ‘FLOOR BOARDS’.
25.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 78 X’
30.01.1991 Repair ‘SIDE BOARDS’.
30.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 78 X’
31.01.1991 Repair ‘CARD OR CLIP HOLDER’.
31.01.1991 Repair ‘END BOARDS’.
31.01.1991 Repair ‘SIDE BOARDS’.
31.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 78 X’
17.10.1991 Repair ‘END BOARDS’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACAY 78 X’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BEARERS’.
11.12.1991 Repair ‘SIDE BEARER’.
11.12.1991 Repair ‘VEHICLE RECLASSIFY’.
11.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
11.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘END BRAKE COCK’.
16.07.1993 Repair ‘FLOOR BOARDS’.
16.07.1993 Repair ‘SIDE BOARDS’.
16.07.1993 Repair ‘TRAIN PIPE’.
16.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
12.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1993 Repair ‘END SHEETING’.
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘DOOR COMPLETE’.
20.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 78 X’
02.09.1994 Repair ‘VEHICLE COMPLETE’.

RSAY 91

Details: wagon ‘RSAY 91 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 22.06.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 13.06.1994
Due Triple Valve: 26.04.1991
Last Brake Cylinder: 24.06.1991
Last Single Car Test: 19.08.1991
Last Lift: 25.07.1982

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE BEARERS’.
23.11.1989 Repair ‘VEHICLE RECLASSIFY’.
23.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
26.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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26.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACAY 91 H’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BRAKE BLOCK RB95’.
08.03.1991 Repair ‘BRAKE FULCRUM BRACKET’.
08.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.03.1991 Repair ‘TRAIN PIPE (END)’.
08.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘WHEEL SET’.
24.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘BRAKE BLOCK RB95’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘END BOARDS’.
01.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘END BOARDS’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 91 H’
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACAY 91 H’

RSAY 103

Details: wagon ‘RSAY 103 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 15.06.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 40 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 17.05.1995
Due Triple Valve: 11.10.1990
Last Brake Cylinder: 31.03.1988
Last Lift: 17.12.1985

20.11.1991 Repair ‘VEHICLE RECLASSIFY’.
20.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘ACAY 103 G’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 103 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 103 G’
17.05.1995 Repair ‘VEHICLE COMPLETE’.

RSAY 105

Details: wagon ‘RSAY 105 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.6tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 16.03.1929
Operating System: AN
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Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 40 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 20.09.1994
Due Triple Valve: 16.05.1991
Last Single Car Test: 31.05.1990
Last Lift: 20.06.1985

18.08.1987 Alteration complete ‘MODIFY 40 ‘ACAY’ CATTLE WAGONS (1435 GA.) FOR
RESTRICTED CATTLE TRAFFIC AND RECLASSIFY TO ‘ACRF’ CATTLE WAGONS.
ACAY - 40 NO. TO BE SELECTED & MUST HAVE HEAVY DUTY DRAFT GEAR.
(RS4214)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘18.6tonne’. Current
Gauge: ‘Standard’. Gauge Restrictions: ‘S’. Bogie Configuration: ‘2X2’. New class:
‘ACRF’. Intended use: ‘CATTLE’. Capacity: ‘40B.’

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.05.1990 Repair ‘TRAIN PIPE’.
16.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 105 B’
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE COMPLETE’.
29.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.05.1990 Repair ‘BRAKE PULL ROD’.
29.05.1990 Repair ‘CARD OR CLIP HOLDER’.
29.05.1990 Repair ‘COUPLER COMPLETE’.
29.05.1990 Repair ‘DOOR LOCK MECHANISM’.
29.05.1990 Repair ‘DOOR OPENING MECHANISM’.
29.05.1990 Repair ‘END BOARDS’.
29.05.1990 Repair ‘SIDE BEARER’.
29.05.1990 Repair ‘SIDE BOARDS’.
29.05.1990 Repair ‘TOP CENTRE PLATE’.
29.05.1990 Repair ‘TRAIN PIPE (END)’.
29.05.1990 Repair ‘YOKE COMPLETE’.
29.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACAY 105 B’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE BEARINGS’.
27.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 105 B’
20.05.1992 Repair ‘VEHICLE RECLASSIFY’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 105 B’
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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28.05.1992 Repair ‘BOGIE COMPLETE’.
28.05.1992 Repair ‘SIDE BEARER’.
28.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 105 B’
05.05.1993 Repair ‘END BOARDS’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 105 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 105 B’
20.09.1994 Repair ‘VEHICLE COMPLETE’.

RSAY 108

Details: wagon ‘RSAY 108 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.9tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2620
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB S-1
Date Built: 06.04.1929
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACAY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 04.04.1995
Last Single Car Test: 20.10.1993
Last Lift: 26.01.1983

14.01.1988 Alteration complete ‘RECLASSIFY ACAY TO ACAF - REFER RS4231
(RS3003)’. New class: ‘ACAF’.

24.10.1988 Alteration complete ‘TRANSFER 20 ‘ACAY’ WAGONS TO STANDARD
GAUGE FROM BROAD GAUGE. RECLASSIFY ‘ACAF‘. (RS4350)’. New class:
‘ACAF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 14 NO. ‘ACAF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ACAY‘. 14
NO. ACAF TO BE SELECTED. (RS4403)’. New class: ‘ACAY’.
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06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1990 Repair ‘BOGIE COMPLETE’.
06.04.1990 Repair ‘COUPLER KNUCKLE’.
06.04.1990 Repair ‘END SHEETING’.
06.04.1990 Repair ‘SIDE BEARER’.
06.04.1990 Repair ‘VEHICLE RECLASSIFY’.
06.04.1990 Repair ‘VEHICLE STENCILS’.
06.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 108 F’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘VEHICLE STENCILS’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 108 F’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘SIDE BOARDS’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Repair ‘VEHICLE COMPLETE’.
07.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACAY 108 F’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘SIDE BOARDS’.
22.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 108 F’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘DOOR COMPLETE’.
29.05.1991 Repair ‘SIDE BOARDS’.
29.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 108 F’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘END BOARDS’.
13.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 108 F’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘END BOARDS’.
20.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 108 F’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 108 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACAY’ CATTLE VANS TO ‘RSAY‘.

(NRC001)’. New class: ‘RSAY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACAY 108 F’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.

20126



2.729. Wagon classification starting with ‘RSE’

2.729 Wagon classification starting with ‘RSE’

RSEY 741

Details: wagon ‘RSEY 741 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 10.11.1936
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 04.11.1995
Last Triple Valve: 23.11.1992
Last Brake Cylinder: 26.11.1993
Last Single Car Test: 26.11.1993
Last Lift: 05.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BOGIE BEARERS’.
04.08.1989 Repair ‘BOGIE COMPLETE’.
04.08.1989 Repair ‘DOOR COMPLETE’.
04.08.1989 Repair ‘FLOOR BOARDS’.
04.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘VEHICLE RECLASSIFY’.
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04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ACEY 741 F’

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘TRAIN PIPE (END)’.
08.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘DOOR COMPLETE’.
02.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 741 F’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘FLOOR BOARDS’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘FLOOR BOARDS’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
10.05.1991 Repair ‘DOOR COMPLETE’.
10.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘BRAKE PULL ROD’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘END BRAKE COCK’.
12.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘FLOOR BOARDS’.
26.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.11.1992 Repair ‘DOOR COMPLETE’.
23.11.1992 Repair ‘SIDE BOARDS’.
23.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE BLOCK RB95’.
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19.11.1993 Repair ‘DOOR COMPLETE’.
19.11.1993 Repair ‘DOOR HINGES AND PINS’.
19.11.1993 Repair ‘END FRAME MEMBER’.
19.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 741 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 741 F’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.

RSEY 743

Details: wagon ‘RSEY 743 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 10.11.1936
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 17.06.1996
Last Brake Cylinder: 17.08.1989
Last Single Car Test: 30.09.1992
Last Lift: 20.10.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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2. TIMS GROUP INFORMATION - WAGONS

ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘BRAKE LEVER’.
17.08.1989 Repair ‘BRAKE PIN’.
17.08.1989 Repair ‘BRAKE PULL ROD’.
17.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1989 Repair ‘TRAIN PIPE (END)’.
17.08.1989 Repair ‘VEHICLE RECLASSIFY’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 743 A’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘VEHICLE COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 743 A’
29.06.1990 Repair ‘END BRAKE COCK’.
29.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 743 A’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘END BRAKE COCK’.
12.09.1990 Repair ‘STEP’.
12.09.1990 Repair ‘TRAIN PIPE (END)’.
12.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 743 A’
26.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1992 Repair ‘DOOR COMPLETE’.
26.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 743 A’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Repair ‘BRANCH PIPE’.
01.09.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1992 Repair ‘TRAIN PIPE (END)’.
01.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 743 A’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘SIDE BOARDS’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 743 A’
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘FLOOR BOARDS’.
30.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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2.729. Wagon classification starting with ‘RSE’

‘ACEY 743 A’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘DOOR COMPLETE’.
21.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 743 A’
17.10.1993 Repair ‘VEHICLE COMPLETE’.
17.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 743 A’
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘BRAKE PULL ROD’.
11.11.1993 Repair ‘DOOR COMPLETE’.
11.11.1993 Repair ‘FLOOR BOARDS’.
11.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 743 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 743 A’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.

RSEY 748

Details: wagon ‘RSEY 748 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 26.02.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY;STORED 05.09.94
BSG Code: FSCX

Capacity of 36 cattle
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2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: AG UF UZ CZ
Return to Service Date: 17.08.1994
Last Brake Cylinder: 11.10.1990
Last Single Car Test: 02.07.1991
Last Lift: 27.04.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘BOGIE BEARERS’.
20.01.1990 Repair ‘BOGIE COMPLETE’.
20.01.1990 Repair ‘BRAKE LEVER’.
20.01.1990 Repair ‘STEP’.
20.01.1990 Repair ‘VEHICLE RECLASSIFY’.
20.01.1990 Repair ‘VEHICLE STENCILS’.
20.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 748 W’
04.07.1990 Repair ‘FLOOR BOARDS’.
04.07.1990 Repair ‘FLOOR COMPLETE’.
04.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 748 W’
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
11.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1990 Repair ‘SIDE BOARDS’.
11.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 748 W’
12.04.1991 Repair ‘FLOOR BOARDS’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
18.04.1991 Repair ‘FLOOR BOARDS’.
18.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘FLOOR BOARDS’.
02.05.1991 Repair ‘SIDE BOARDS’.
02.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘FLOOR BOARDS’.
09.05.1991 Repair ‘FLOOR BOARDS’.
09.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 748 W’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘END BRAKE COCK’.
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2.729. Wagon classification starting with ‘RSE’

25.06.1991 Repair ‘END HOSE’.
25.06.1991 Repair ‘TRAIN PIPE (END)’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘END BRAKE COCK’.
26.06.1991 Repair ‘END HOSE’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BRAKE PULL ROD’.
22.08.1991 Repair ‘VEHICLE RENUMBERED’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BRAKE PULL ROD’.
19.11.1991 Repair ‘DOOR COMPLETE’.
19.11.1991 Repair ‘FLOOR BOARDS’.
19.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BRAKE PULL ROD’.
17.03.1992 Repair ‘TRAIN PIPE’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘END BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
21.10.1992 Repair ‘END BOARDS’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 748 W’

RSEY 749

Details: wagon ‘RSEY 749 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 13.01.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 06.12.1994
Due Triple Valve: 01.06.1989
Last Brake Cylinder: 24.05.1993
Last Single Car Test: 20.02.1991
Last Lift: 22.07.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

10.07.1990 Repair ‘DOOR COMPLETE’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 749 X’
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE BEARERS’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘FLOOR SHEETING’.
18.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.02.1991 Repair ‘SIDE BEARER’.
18.02.1991 Repair ‘VEHICLE RECLASSIFY’.
18.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 749 X’
22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 749 X’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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2.729. Wagon classification starting with ‘RSE’

24.10.1991 Repair ‘DOOR COMPLETE’.
24.10.1991 Repair ‘FLOOR BOARDS’.
24.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 749 X’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.05.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.05.1993 Repair ‘VEHICLE STENCILS’.
24.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 749 X’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘DOOR COMPLETE’.
01.09.1993 Repair ‘FLOOR BOARDS’.
01.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 749 X’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘DOOR COMPLETE’.
02.12.1993 Repair ‘FLOOR BOARDS’.
02.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 749 X’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 749 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 749 X’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 749 X’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Repair ‘VEHICLE COMPLETE’.

RSEY 750

Details: wagon ‘RSEY 750 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
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2. TIMS GROUP INFORMATION - WAGONS

Diagram Book Page No.: NS 237
Date Built: 02.03.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 30.06.1994
Due Triple Valve: 07.02.1995
Last Single Car Test: 26.07.1989
Last Lift: 04.05.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BOGIE COMPLETE’.
25.07.1989 Repair ‘BRAKE PIN’.
25.07.1989 Repair ‘BRAKE PULL ROD’.
25.07.1989 Repair ‘CARD OR CLIP HOLDER’.
25.07.1989 Repair ‘COUPLER COMPLETE’.
25.07.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
25.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘SIDE BEARER’.
25.07.1989 Repair ‘VEHICLE RECLASSIFY’.
25.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 750 E’
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 750 E’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘COUPLER KNUCKLE’.
04.09.1990 Repair ‘FLOOR BOARDS’.
04.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 750 E’
12.04.1991 Repair ‘FLOOR BOARDS’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.04.1992 Repair ‘FLOOR BOARDS’.
10.04.1992 Repair ‘SIDE BOARDS’.
10.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘DOOR COMPLETE’.
12.08.1992 Repair ‘END BRAKE COCK’.
12.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘FLOOR BOARDS’.
26.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘DOOR COMPLETE’.
01.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘DOOR COMPLETE’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘BRAKE BLOCK RB95’.
02.12.1993 Repair ‘DOOR FRAME’.
02.12.1993 Repair ‘FLOOR BOARDS’.
02.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
07.02.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
07.02.1994 Repair ‘FLOOR BOARDS’.
07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 750 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 750 E’
30.06.1994 Repair ‘VEHICLE COMPLETE’.

RSEY 751

Details: wagon ‘RSEY 751 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 16.01.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY;STORED 05.09.94
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CZ
Return to Service Date: 17.08.1994
Due Triple Valve: 12.03.1997
Last Brake Cylinder: 18.03.1989
Last Single Car Test: 16.09.1988
Last Lift: 01.07.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BOLSTER’.
12.02.1990 Repair ‘BOGIE COMPLETE’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘VEHICLE RECLASSIFY’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 751 N’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘CARD OR CLIP HOLDER’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘DRAFT GEAR POCKET’.
10.07.1990 Repair ‘TRAIN PIPE (END)’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1990 Repair ‘YOKE COMPLETE’.
10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 751 N’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘FLOOR BOARDS’.
23.08.1990 Repair ‘FLOOR SHEETING’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
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2.729. Wagon classification starting with ‘RSE’

23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 751 N’
04.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 751 N’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1990 Repair ‘HANDBRAKE HANDLE’.
11.09.1990 Repair ‘SIDE BOARDS’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 751 N’
05.10.1990 Repair ‘VEHICLE COMPLETE’.
05.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 751 N’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘END BOARDS’.
10.10.1990 Repair ‘SIDE BOARDS’.
10.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 751 N’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 751 N’
17.10.1991 Repair ‘DOOR COMPLETE’.
17.10.1991 Repair ‘FLOOR BOARDS’.
17.10.1991 Repair ‘SIDE BOARDS’.
17.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 751 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 751 N’

RSEY 752

Details: wagon ‘RSEY 752 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 03.02.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX
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Capacity of 36 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 01.11.1994
Last Triple Valve: 16.08.1989
Last Brake Cylinder: 16.08.1989
Last Single Car Test: 02.07.1991
Last Lift: 21.11.1980

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

08.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1989 Repair ‘DRAFT GEAR POCKET’.
08.08.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Repair ‘YOKE PIN’.
08.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ACEY 752 W’
03.01.1990 Repair ‘VEHICLE COMPLETE’.
03.01.1990 Repair ‘VEHICLE RECLASSIFY’.
03.01.1990 Repair ‘VEHICLE STENCILS’.
03.01.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACEY 752 W’
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘BRAKE PIN’.
14.03.1990 Repair ‘BRAKE PULL ROD’.
14.03.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.03.1990 Repair ‘SIDE BEARER’.
14.03.1990 Repair ‘TOP CENTRE PLATE’.
14.03.1990 Repair ‘YOKE COMPLETE’.
14.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 752 W’
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
20.03.1990 Repair ‘VEHICLE STENCILS’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 752 W’
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.03.1990 Repair ‘HANDRAILS END’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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03.07.1990 Repair ‘BRAKE FULCRUM BRACKET’.
03.07.1990 Repair ‘BRAKE LEVER’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
03.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 752 W’
27.07.1990 Repair ‘END BOARDS’.
27.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 752 W’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘END BRAKE COCK’.
25.06.1991 Repair ‘END HOSE’.
25.06.1991 Repair ‘TRAIN PIPE (END)’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘END BRAKE COCK’.
26.06.1991 Repair ‘END HOSE’.
26.06.1991 Repair ‘TRAIN PIPE (END)’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘END BRAKE COCK’.
04.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘TRAIN PIPE’.
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
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22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACEY 752 W’

06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.
(NRC002)’. New class: ‘RSEY’.

20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 752 W’
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 752 W’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.

RSEY 754

Details: wagon ‘RSEY 754 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 28.01.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 14.08.1995
Due Triple Valve: 24.09.1987
Last Brake Cylinder: 11.04.1991
Last Single Car Test: 26.07.1989
Last Lift: 24.05.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.
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21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘DOOR FRAME’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
11.04.1990 Repair ‘VEHICLE COMPLETE’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 754 R’
06.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
11.04.1991 Repair ‘VEHICLE COMPLETE’.
11.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 754 R’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘FLOOR BOARDS’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
23.05.1991 Repair ‘END FRAME MEMBER’.
23.05.1991 Repair ‘FLOOR BOARDS’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1991 Repair ‘ROOF SHEET’.
05.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘FLOOR BOARDS’.
03.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘ROOF SHEET’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
20.08.1992 Repair ‘FLOOR BOARDS’.
20.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 754 R’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACEY 754 R’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE RECLASSIFY’.
14.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 754 R’
14.08.1995 Repair ‘VEHICLE COMPLETE’.

RSEY 755

Details: wagon ‘RSEY 755 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 26.02.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY;STORED 05.09.94
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CZ
Return to Service Date: 17.08.1994
Last Triple Valve: 16.08.1989
Last Brake Cylinder: 16.08.1989
Last Single Car Test: 13.09.1989
Last Lift: 03.08.1987

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

08.08.1989 Repair ‘BRANCH PIPE’.
08.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1989 Issued at location ‘Peterborough’ with a previous code of wagon

‘ACEY 755 D’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE COMPLETE’.
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23.08.1989 Repair ‘FLOOR BOARDS’.
23.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.08.1989 Repair ‘VEHICLE RECLASSIFY’.
23.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 755 D’
28.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1989 Repair ‘DOOR ROLLER’.
28.08.1989 Repair ‘TRAIN PIPE (END)’.
28.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 755 D’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 755 D’
14.11.1989 Repair ‘FLOOR BOARDS’.
14.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 755 D’
19.10.1990 Repair ‘FLOOR COMPLETE’.
19.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 755 D’
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘SIDE BOARDS’.
16.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 755 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 755 D’

RSEY 756

Details: wagon ‘RSEY 756 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 13.01.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY;STORED 05.09.94
BSG Code: FSCX
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Capacity of 36 cattle

Fleet Grp Code: AG WK CZ
Return to Service Date: 17.08.1994
Last Brake Cylinder: 04.09.1990
Last Single Car Test: 01.09.1989
Last Lift: 15.08.1980

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 756 M’
31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘BOGIE COMPLETE’.
31.08.1989 Repair ‘CARD OR CLIP HOLDER’.
31.08.1989 Repair ‘DOOR HINGES AND PINS’.
31.08.1989 Repair ‘SIDE BEARER’.
31.08.1989 Repair ‘VEHICLE RECLASSIFY’.
31.08.1989 Repair ‘WEAR PLATES & SADDLES’.
31.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 756 M’
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘COUPLER KNUCKLE’.
30.03.1990 Repair ‘FLOOR SHEETING’.
30.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 756 M’
03.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1990 Repair ‘DISCHARGE DOOR’.
03.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 756 M’
06.04.1990 Repair ‘FLOOR BOARDS’.
06.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 756 M’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘BRAKE PULL ROD’.
11.05.1990 Repair ‘DOOR LOCK MECHANISM’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 756 M’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘BRAKE PULL ROD’.
04.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1990 Repair ‘DOOR LOCK MECHANISM’.
04.09.1990 Repair ‘FLOOR BOARDS’.
04.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
04.09.1990 Repair ‘VEHICLE COMPLETE’.
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04.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 756 M’
04.10.1990 Repair ‘FLOOR COMPLETE’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 756 M’
14.02.1991 Repair ‘FLOOR BOARDS’.
14.02.1991 Repair ‘SIDE COMPLETE’.
14.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 756 M’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 756 M’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘FLOOR BOARDS’.
05.04.1991 Repair ‘FLOOR BOARDS’.
05.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 756 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 756 M’

RSEY 757

Details: wagon ‘RSEY 757 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 26.02.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle
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Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 22.02.1995
Due Triple Valve: 15.06.1988
Last Brake Cylinder: 14.07.1990
Last Single Car Test: 22.08.1989
Last Lift: 20.01.1987

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 757 V’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BRAKE LEVER’.
17.08.1989 Repair ‘DOOR ROLLER’.
17.08.1989 Repair ‘END BRAKE COCK’.
17.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘DOOR LOCK MECHANISM’.
18.10.1989 Repair ‘DOOR ROLLER’.
18.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
14.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1990 Repair ‘BOGIE BEARERS’.
14.07.1990 Repair ‘BOGIE COMPLETE’.
14.07.1990 Repair ‘COUPLER KNUCKLE’.
14.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.07.1990 Repair ‘SIDE BEARER’.
14.07.1990 Repair ‘VEHICLE RECLASSIFY’.
14.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 757 V’
14.03.1991 Repair ‘END BOARDS’.
14.03.1991 Repair ‘END FRAME MEMBER’.
14.03.1991 Repair ‘FLOOR COMPLETE’.
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 757 V’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
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26.09.1991 Repair ‘FLOOR BOARDS’.
26.09.1991 Repair ‘ISOLATING COCK’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 757 V’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘SIDE BOARDS’.
10.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘END BRAKE COCK’.
28.01.1992 Repair ‘TRAIN PIPE’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
14.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘BRAKE PULL ROD’.
12.08.1992 Repair ‘DOOR COMPLETE’.
12.08.1992 Repair ‘END BRAKE COCK’.
12.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘HOSE FITTINGS’.
09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘DOOR COMPLETE’.
26.11.1992 Repair ‘FLOOR BOARDS’.
26.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘FLOOR BOARDS’.
21.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 757 V’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 757 V’
22.02.1995 Repair ‘VEHICLE COMPLETE’.

RSEY 761

Details: wagon ‘RSEY 761 B’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 26.02.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 10.06.1994
Last Triple Valve: 09.08.1990
Last Brake Cylinder: 09.08.1990
Last Single Car Test: 09.08.1990
Last Lift: 18.09.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘TRAIN PIPE’.
30.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BOGIE BEARERS’.
22.01.1990 Repair ‘BOGIE COMPLETE’.
22.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.01.1990 Repair ‘ROOF SHEET’.
22.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 761 V’
15.02.1990 Repair ‘CARD OR CLIP HOLDER’.
15.02.1990 Repair ‘FLOOR BOARDS’.
15.02.1990 Repair ‘FLOOR COMPLETE’.
15.02.1990 Repair ‘ROOF SHEET’.
15.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 761 V’
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26.03.1990 Repair ‘VEHICLE COMPLETE’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 761 V’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.08.1990 Repair ‘COUPLER COMPLETE’.
07.08.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
07.08.1990 Repair ‘HANDRAILS END’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Repair ‘WEAR PLATES & SADDLES’.
07.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 761 V’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘FLOOR SHEETING’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 761 V’
20.03.1991 Repair ‘FLOOR BOARDS’.
20.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 761 V’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.08.1991 Repair ‘BRAKE LEVER’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 761 V’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BRAKE PULL ROD’.
23.08.1991 Repair ‘FLOOR BOARDS’.
23.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘CARD OR CLIP HOLDER’.
07.04.1992 Repair ‘DOOR COMPLETE’.
07.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘DOOR COMPLETE’.
16.10.1992 Repair ‘TRAIN PIPE (END)’.
16.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
04.08.1993 Repair ‘BRAKE PULL ROD’.
04.08.1993 Repair ‘FLOOR BOARDS’.
04.08.1993 Repair ‘STEP’.
04.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRANCH PIPE’.
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16.09.1993 Repair ‘HOSE FITTINGS’.
16.09.1993 Repair ‘SIDE BOARDS’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 761 V’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 761 V’
10.06.1994 Repair ‘VEHICLE COMPLETE’.

RSEY 763

Details: wagon ‘RSEY 763 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 10.11.1936
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 02.06.1995
Last Triple Valve: 25.05.1988
Last Brake Cylinder: 25.05.1988
Last Single Car Test: 15.07.1991
Last Lift: 27.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE

20152



2.729. Wagon classification starting with ‘RSE’

ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BOGIE BEARERS’.
12.04.1990 Repair ‘BOGIE COMPLETE’.
12.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.04.1990 Repair ‘BRAKE LEVER’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.04.1990 Repair ‘SIDE BEARER’.
12.04.1990 Repair ‘VEHICLE RECLASSIFY’.
12.04.1990 Repair ‘VEHICLE STENCILS’.
12.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 763 Q’
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BRAKE PULL ROD’.
15.06.1990 Repair ‘FLOOR COMPLETE’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 763 Q’
26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BEARERS’.
26.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1990 Repair ‘SIDE BEARER’.
26.09.1990 Repair ‘TRAIN PIPE (END)’.
26.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
23.01.1991 Repair ‘HANDBRAKE HANDLE’.
23.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 763 Q’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘DOOR COMPLETE’.
25.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE BEARERS’.
09.07.1991 Repair ‘BOGIE BEARERS’.
09.07.1991 Repair ‘DOOR COMPLETE’.
09.07.1991 Repair ‘SIDE BEARER’.
09.07.1991 Repair ‘SIDE BEARER’.
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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01.07.1993 Repair ‘BOGIE BEARERS’.
01.07.1993 Repair ‘SIDE BEARER’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘FLOOR BOARDS’.
13.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘DOOR COMPLETE’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘DOOR COMPLETE’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
05.01.1994 Repair ‘BOGIE BEARERS’.
05.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.01.1994 Repair ‘ISOLATING COCK’.
05.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 763 Q’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.

RSEY 764

Details: wagon ‘RSEY 764 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 02.03.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
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BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 02.02.1995
Due Triple Valve: 14.07.1988
Last Triple Valve: 06.04.1993
Last Brake Cylinder: 20.11.1992
Last Single Car Test: 07.05.1991
Last Lift: 06.07.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BOGIE BEARERS’.
01.11.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 764 C’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BEARERS’.
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
11.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1990 Repair ‘SIDE BEARER’.
11.04.1990 Repair ‘VEHICLE RECLASSIFY’.
11.04.1990 Repair ‘VEHICLE STENCILS’.
11.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 764 C’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘FLOOR BOARDS’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 764 C’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE LEVER’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘FLOOR BOARDS’.
01.05.1991 Repair ‘FLOOR COMPLETE’.
01.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
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01.05.1991 Repair ‘TRAIN PIPE’.
01.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 764 C’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘DOOR COMPLETE’.
20.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 764 C’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 764 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 764 C’

RSEY 767

Details: wagon ‘RSEY 767 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 15.03.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 17.08.1994
Due Triple Valve: 11.05.1988
Last Brake Cylinder: 12.08.1992
Last Single Car Test: 23.03.1989
Last Lift: 06.04.1981

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
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ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 767 G’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BRAKE BLOCK RB95’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.
03.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 767 G’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BEARERS’.
16.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1990 Repair ‘BOGIE COMPLETE’.
16.02.1990 Repair ‘BRAKE LEVER’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘VEHICLE RECLASSIFY’.
16.02.1990 Repair ‘VEHICLE STENCILS’.
16.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 767 G’
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘FLOOR COMPLETE’.
26.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BRAKE PULL ROD’.
08.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘FLOOR BOARDS’.
10.04.1992 Repair ‘SIDE BOARDS’.
10.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
12.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
21.10.1992 Repair ‘END BOARDS’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
01.04.1993 Repair ‘SIDE MEMBER’.
01.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACEY 767 G’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRANCH PIPE’.
09.09.1993 Repair ‘END BRAKE COCK’.
09.09.1993 Repair ‘HOSE FITTINGS’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘DOOR COMPLETE’.
20.09.1993 Repair ‘END FRAME MEMBER’.
20.09.1993 Repair ‘FLOOR BOARDS’.
20.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 767 G’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 767 G’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 767 G’

RSEY 774

Details: wagon ‘RSEY 774 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 07.04.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle
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Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 17.08.1994
Last Brake Cylinder: 21.06.1989
Last Single Car Test: 01.09.1989
Last Lift: 16.08.1982

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 774 K’
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BOGIE BEARERS’.
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘BRAKE PULL ROD’.
01.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1989 Repair ‘SIDE BEARER’.
01.09.1989 Repair ‘STEP’.
01.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 774 K’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘SIDE BOARDS’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 774 K’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END BOARDS’.
02.04.1991 Repair ‘TRAIN PIPE’.
02.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 774 K’
31.05.1991 Repair ‘SIDE BOARDS’.
31.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 774 K’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘FLOOR BOARDS’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 774 K’
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BRAKE PULL ROD’.
10.12.1992 Repair ‘DOOR COMPLETE’.
10.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 774 K’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.
(NRC002)’. New class: ‘RSEY’.

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 774 K’

RSEY 776

Details: wagon ‘RSEY 776 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 25.03.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 02.11.1994
Due Triple Valve: 07.03.1989
Last Triple Valve: 21.06.1989
Last Brake Cylinder: 21.06.1989
Last Single Car Test: 05.11.1993
Last Lift: 27.08.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
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09.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 776 F’
17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Repair ‘BRAKE LEVER’.
17.08.1989 Repair ‘BRAKE PULL ROD’.
17.08.1989 Repair ‘SIDE BEARER’.
17.08.1989 Repair ‘VEHICLE RECLASSIFY’.
17.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 776 F’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘DOOR LOCK MECHANISM’.
10.10.1989 Repair ‘DOOR ROLLER’.
10.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘BOGIE BEARERS’.
02.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1991 Repair ‘FLOOR BOARDS’.
02.04.1991 Repair ‘SIDE BEARER’.
02.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
31.05.1991 Repair ‘SIDE BOARDS’.
31.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
27.03.1992 Repair ‘BOGIE BEARERS’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BRAKE PULL ROD’.
22.05.1992 Repair ‘SIDE BOARDS’.
22.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE BEARERS’.
20.08.1992 Repair ‘SIDE BEARER’.
20.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘DOOR COMPLETE’.
05.11.1993 Repair ‘FLOOR BOARDS’.
05.11.1993 Repair ‘SIDE BOARDS’.
05.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
19.12.1993 Repair ‘STEP’.
19.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 776 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
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28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 776 F’
02.11.1994 Repair ‘VEHICLE COMPLETE’.

RSEY 781

Details: wagon ‘RSEY 781 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 27.9tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $2850
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 237
Date Built: 17.05.1937
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACEY
BSG Code: FSCX

Capacity of 36 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 04.09.1995
Due Triple Valve: 27.06.1990
Last Triple Valve: 16.09.1993
Last Brake Cylinder: 23.11.1989
Last Single Car Test: 27.06.1989
Last Lift: 04.11.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACEY TO ACEF - REFER RS4231
(RS3006)’. New class: ‘ACEF’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERES TO 22 NO. ‘ACEF’ CATTLE WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY TO ‘ACEY‘. (RS4402)’.
New class: ‘ACEY’.

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE COMPLETE’.
21.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1989 Repair ‘SIDE BEARER’.
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21.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ACEY 781 Y’

12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘VEHICLE STENCILS’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACEY 781 Y’
05.04.1990 Repair ‘STANCHION’.
05.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACEY 781 Y’
28.06.1990 Repair ‘DOOR COMPLETE’.
28.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 781 Y’
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘DOOR COMPLETE’.
13.05.1991 Repair ‘STEP’.
13.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 781 Y’
14.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1991 Repair ‘BOGIE BEARERS’.
14.08.1991 Repair ‘BOGIE COMPLETE’.
14.08.1991 Repair ‘SIDE BEARER’.
14.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 781 Y’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘FLOOR BOARDS’.
23.08.1991 Repair ‘FLOOR BOARDS’.
23.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 781 Y’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘DOOR COMPLETE’.
30.08.1991 Repair ‘SIDE BOARDS’.
30.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 781 Y’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.09.1993 Repair ‘SIDE BOARDS’.
16.09.1993 Repair ‘TRAIN PIPE (END)’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 781 Y’
02.11.1993 Repair ‘DOOR COMPLETE’.
02.11.1993 Repair ‘END HOSE’.
02.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 781 Y’
02.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACEY 781 Y’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘DOOR COMPLETE’.
05.11.1993 Repair ‘SIDE BOARDS’.
05.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACEY 781 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACEY’ CATTLE VANS TO ‘RSEY‘.

(NRC002)’. New class: ‘RSEY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACEY 781 Y’

24.11.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.

2.730 Wagon classification starting with ‘RSF’

RSFY 1

Details: wagon ‘RSFY 1 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 14.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 17.11.1994
Last Single Car Test: 16.11.1993

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

25.10.1989 Repair ‘VEHICLE COMPLETE’.
25.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 1 T’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BRANCH PIPE’.
17.07.1991 Repair ‘SIDE BEARER’.
17.07.1991 Repair ‘STEP’.
17.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 1 T’
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16.08.1991 Repair ‘BOGIE BEARERS’.
16.08.1991 Repair ‘VEHICLE RECLASSIFY’.
16.08.1991 Repair ‘VEHICLE STENCILS’.
16.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 1 T’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.09.1993 Repair ‘HOSE FITTINGS’.
30.09.1993 Repair ‘TRAIN PIPE (END)’.
30.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 1 T’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 1 T’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 1 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 1 T’
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 1 T’

RSFY 2

Details: wagon ‘RSFY 2 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 04.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 11.05.1994
Due Triple Valve: 23.02.1992
Last Brake Cylinder: 10.11.1993
Last Single Car Test: 23.02.1991
Last Lift: 17.08.1982
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14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.09.1990 Repair ‘END BOARDS’.
11.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘SIDE BOARDS’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 2 F’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BOGIE COMPLETE’.
21.02.1991 Repair ‘BRAKE CONTROL PIPE’.
21.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.02.1991 Repair ‘SIDE BEARER’.
21.02.1991 Repair ‘TOP CENTRE PLATE’.
21.02.1991 Repair ‘VEHICLE RECLASSIFY’.
21.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 2 F’
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘VEHICLE STENCILS’.
28.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACFY 2 F’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE BEARERS’.
04.03.1991 Repair ‘SIDE BEARER’.
04.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 2 F’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BRAKE BLOCK RB95’.
06.04.1993 Repair ‘BRAKE PULL ROD’.
06.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 2 F’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE PULL ROD’.
10.11.1993 Repair ‘END BRAKE COCK’.
10.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 2 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 2 F’
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RSFY 3

Details: wagon ‘RSFY 3 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 01.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 07.12.1994
Due Triple Valve: 03.07.1991
Last Brake Cylinder: 03.07.1990
Last Single Car Test: 02.07.1991
Last Lift: 01.11.1978

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.09.1989 Repair ‘TRAIN PIPE (END)’.
15.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘TRAIN PIPE (END)’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 3 Y’
04.06.1990 Repair ‘VEHICLE COMPLETE’.
04.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 3 Y’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘COUPLER KNUCKLE’.
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03.07.1990 Repair ‘GRADE CONTROL VALVE’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘STEP’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 3 Y’
21.09.1990 Repair ‘VEHICLE COMPLETE’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 3 Y’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 3 Y’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BEARERS’.
26.06.1991 Repair ‘BOGIE BEARERS’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘SIDE BOARDS’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 3 Y’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.

RSFY 4

Details: wagon ‘RSFY 4 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 12.09.1966
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Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 01.09.1994
Due Triple Valve: 27.11.1990
Last Brake Cylinder: 27.11.1989

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

27.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.11.1989 Repair ‘COUPLER KNUCKLE’.
27.11.1989 Repair ‘GRADE CONTROL VALVE’.
27.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 4 A’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 4 A’
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 4 A’
26.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 4 A’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BEARERS’.
15.08.1991 Repair ‘BOGIE COMPLETE’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘VEHICLE RECLASSIFY’.
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 4 A’
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 4 A’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘END BOARDS’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 4 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 4 A’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
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RSFY 5

Details: wagon ‘RSFY 5 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 14.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 20.12.1994
Due Triple Valve: 25.01.1991
Last Brake Cylinder: 07.11.1990
Last Single Car Test: 12.03.1991

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 5 J’
09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BEARERS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 5 J’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘TRAIN PIPE (END)’.
20.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 5 J’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.01.1990 Repair ‘END COMPLETE’.
25.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.01.1990 Repair ‘SIDE COMPLETE’.
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25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 5 J’
16.02.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘SIDE BOARDS’.
16.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 5 J’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘COUPLER KNUCKLE’.
07.11.1990 Repair ‘FLOOR BOARDS’.
07.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 5 J’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘BOGIE BEARERS’.
11.03.1991 Repair ‘BOGIE COMPLETE’.
11.03.1991 Repair ‘COUPLER COMPLETE’.
11.03.1991 Repair ‘SIDE BEARER’.
11.03.1991 Repair ‘TOP CENTRE PLATE’.
11.03.1991 Repair ‘TRAIN PIPE (END)’.
11.03.1991 Repair ‘VEHICLE RECLASSIFY’.
11.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 5 J’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BRANCH PIPE’.
10.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 5 J’
07.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1992 Repair ‘FLOOR BOARDS’.
07.04.1992 Repair ‘TOP CENTRE PLATE’.
07.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 5 J’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 5 J’
20.12.1994 Repair ‘VEHICLE RECLASSIFY’.
20.12.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 5 J’

RSFY 7

Details: wagon ‘RSFY 7 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB S-5
Date Built: 14.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 25.06.1995
Due Triple Valve: 01.03.1992
Last Brake Cylinder: 14.12.1990
Last Single Car Test: 01.03.1991
Last Lift: 24.12.1981

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

21.09.1990 Repair ‘VEHICLE COMPLETE’.
21.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 7 E’
14.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.12.1990 Repair ‘COUPLER KNUCKLE’.
14.12.1990 Repair ‘GRADE CONTROL VALVE’.
14.12.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 7 E’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘BOGIE COMPLETE’.
27.02.1991 Repair ‘BRAKE LEVER’.
27.02.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.02.1991 Repair ‘END HOSE’.
27.02.1991 Repair ‘HANDRAILS’.
27.02.1991 Repair ‘HANDRAILS END’.
27.02.1991 Repair ‘SIDE BEARER’.
27.02.1991 Repair ‘TOP CENTRE PLATE’.
27.02.1991 Repair ‘VEHICLE RECLASSIFY’.
27.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 7 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 7 E’
25.06.1995 Repair ‘VEHICLE COMPLETE’.
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RSFY 9

Details: wagon ‘RSFY 9 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 01.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: UF AG CM CN CL CE
Return to Service Date: 28.05.1994
Last Single Car Test: 04.03.1992
Last Lift: 10.05.1983

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29
NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

07.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘BOGIE BEARERS’.
07.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘COUPLER COMPLETE’.
07.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘TRAIN PIPE’.
07.05.1991 Repair ‘VEHICLE RECLASSIFY’.
07.05.1991 Repair ‘YOKE COMPLETE’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 9 W’
10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Repair ‘VEHICLE STENCILS’.
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10.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘ACFY 9 W’

20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘BRANCH PIPE’.
20.06.1991 Repair ‘BRANCH PIPE’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Repair ‘WHEEL SET’.
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 9 W’
20.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 9 W’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘TRAIN PIPE (END)’.
02.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 9 W’
11.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 9 W’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BOGIE BEARERS’.
02.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1992 Repair ‘BOGIE COMPLETE’.
02.03.1992 Repair ‘BRAKE PULL ROD’.
02.03.1992 Repair ‘HANDBRAKE HANDLE’.
02.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1992 Repair ‘SIDE BEARER’.
02.03.1992 Repair ‘TRAIN PIPE (END)’.
02.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 9 W’
01.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1992 Repair ‘END BOARDS’.
01.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 9 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 9 W’

RSFY 10

Details: wagon ‘RSFY 10 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
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Date Built: 12.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 17.08.1994
Last Brake Cylinder: 24.01.1991
Last Single Car Test: 24.01.1991

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29
NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BOGIE BEARERS’.
22.01.1991 Repair ‘BOGIE COMPLETE’.
22.01.1991 Repair ‘BRAKE PULL ROD’.
22.01.1991 Repair ‘BRANCH PIPE’.
22.01.1991 Repair ‘END BOARDS’.
22.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.01.1991 Repair ‘SIDE BEARER’.
22.01.1991 Repair ‘VEHICLE RECLASSIFY’.
22.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 10 S’
19.03.1991 Repair ‘END BOARDS’.
19.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 10 S’
23.05.1991 Repair ‘END BOARDS’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 10 S’
13.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
13.01.1993 Repair ‘END BOARDS’.
13.01.1993 Repair ‘SIDE BOARDS’.
13.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 10 S’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 10 S’

RSFY 11

Details: wagon ‘RSFY 11 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
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Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 01.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: UF AG CM CN CL CE
Return to Service Date: 10.06.1994
Due Triple Valve: 11.10.1990
Last Brake Cylinder: 15.07.1991
Last Single Car Test: 15.07.1991
Last Lift: 03.05.1983

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

11.07.1989 Repair ‘VEHICLE RECLASSIFY’.
11.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 11 E’
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.10.1989 Repair ‘COUPLER KNUCKLE’.
11.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.10.1989 Repair ‘VEHICLE STENCILS’.
11.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 11 E’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BOGIE COMPLETE’.
04.03.1991 Repair ‘ISOLATING COCK’.
04.03.1991 Repair ‘TRAIN PIPE’.
04.03.1991 Repair ‘VEHICLE RECLASSIFY’.
04.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 11 E’
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1991 Repair ‘DOOR COMPLETE’.
08.07.1991 Repair ‘DOOR COMPLETE’.
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08.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 11 E’
08.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 11 E’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 11 E’
10.06.1994 Repair ‘VEHICLE COMPLETE’.

RSFY 12

Details: wagon ‘RSFY 12 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 26.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 02.02.1995
Last Brake Cylinder: 12.06.1991
Last Single Car Test: 12.06.1991

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BOGIE COMPLETE’.
18.07.1989 Repair ‘END HOSE’.
18.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 12 N’
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01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 12 N’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.11.1989 Repair ‘WHEEL SET’.
25.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 12 N’
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1990 Repair ‘TRAIN PIPE (END)’.
23.02.1990 Repair ‘WHEEL SET’.
23.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 12 N’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 12 N’
07.06.1991 Repair ‘BOGIE BEARERS’.
07.06.1991 Repair ‘VEHICLE RECLASSIFY’.
07.06.1991 Repair ‘VEHICLE STENCILS’.
07.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 12 N’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘DOOR LOCK MECHANISM’.
22.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 12 N’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRAKE BLOCK RB95’.
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28.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
28.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
18.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE RECLASSIFY’.
18.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 12 N’
02.02.1995 Repair ‘VEHICLE COMPLETE’.

RSFY 13

Details: wagon ‘RSFY 13 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 01.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 17.05.1995
Last Brake Cylinder: 17.02.1988
Last Single Car Test: 19.08.1991

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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02.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACFY 13 W’

31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE SPRING’.
31.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 13 W’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 13 W’
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Repair ‘SIDE BEARER’.
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
23.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘BOGIE COMPLETE’.
31.07.1991 Repair ‘SIDE BEARER’.
31.07.1991 Repair ‘SIDE BEARER’.
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BEARERS’.
15.08.1991 Repair ‘BOGIE BEARERS’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Repair ‘SIDE BEARER’.
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRAKE PULL ROD’.
10.09.1993 Repair ‘TRAIN PIPE’.
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10.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACFY 13 W’

27.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1993 Repair ‘BRANCH PIPE’.
27.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 13 W’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACFY 13 W’
30.04.1995 Repair ‘VEHICLE RECLASSIFY’.
30.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 13 W’
17.05.1995 Repair ‘VEHICLE COMPLETE’.

RSFY 14

Details: wagon ‘RSFY 14 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 26.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: UF AG CM CN CL CE
Return to Service Date: 17.08.1994
Due Triple Valve: 11.09.1991
Last Brake Cylinder: 11.09.1990
Last Single Car Test: 03.05.1991
Last Lift: 21.11.1986

20181



2. TIMS GROUP INFORMATION - WAGONS

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE COMPLETE’.
28.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘END HOSE’.
28.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 14 X’
01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 14 X’
11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘SIDE BOARDS’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
11.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 14 X’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 14 X’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘SIDE BEARER’.
02.05.1991 Repair ‘TOP CENTRE PLATE’.
02.05.1991 Repair ‘TRAIN PIPE (END)’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Repair ‘VEHICLE RECLASSIFY’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 14 X’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘BOGIE SPRING’.
23.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 14 X’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘HOSE FITTINGS’.
01.12.1993 Repair ‘SIDE BOARDS’.
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 14 X’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.01.1994 Repair ‘HANDRAILS END’.
07.01.1994 Repair ‘HANDRAILS END’.
07.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 14 X’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 14 X’

RSFY 15

Details: wagon ‘RSFY 15 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 05.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: UF UZ AG CM CN CL CE
Return to Service Date: 30.09.1993
Due Triple Valve: 23.03.1988
Last Brake Cylinder: 16.08.1989
Last Single Car Test: 09.05.1991

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ACFY 15 R’

RSFY 16

Details: wagon ‘RSFY 16 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m

20183



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 05.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 11.05.1994
Due Triple Valve: 25.10.1989
Last Brake Cylinder: 25.10.1988
Last Lift: 04.11.1982

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

10.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 16 D’
25.07.1990 Repair ‘SIDE BOARDS’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 16 D’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 16 D’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE BEARERS’.
28.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘VEHICLE RECLASSIFY’.
28.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 16 D’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘DOOR COMPLETE’.
15.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 16 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 16 D’

RSFY 17

Details: wagon ‘RSFY 17 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 05.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 06.05.1994
Due Triple Valve: 27.11.1990
Last Brake Cylinder: 14.04.1993
Last Single Car Test: 04.03.1991
Last Lift: 05.03.1987

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ACFY 17 M’

RSFY 18

Details: wagon ‘RSFY 18 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.4tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB S-5
Date Built: 05.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 30.09.1994
Last Triple Valve: 16.04.1992
Last Brake Cylinder: 16.04.1992
Last Single Car Test: 10.04.1989

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

20.11.1989 Repair ‘SIDE BOARDS’.
20.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 18 V’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

04.09.1991 Repair ‘BOGIE BEARERS’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘COUPLER KNUCKLE’.
04.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.09.1991 Repair ‘SIDE BEARER’.
04.09.1991 Repair ‘STEP’.
04.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1991 Repair ‘VEHICLE RECLASSIFY’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 18 V’
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘SIDE BEARER’.
31.03.1992 Repair ‘TRAIN PIPE’.
31.03.1992 Repair ‘VEHICLE COMPLETE’.
31.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 18 V’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BRAKE PULL ROD’.
16.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 18 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
09.04.1994 Repair ‘HANDRAILS END’.
09.04.1994 Repair ‘STEP’.
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09.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 18 V’
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 18 V’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.

RSFY 19

Details: wagon ‘RSFY 19 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 05.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFF
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 25.07.1995
Due Triple Valve: 04.07.1991
Last Brake Cylinder: 04.07.1990
Last Lift: 04.12.1978

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘DOOR COMPLETE’.
26.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
12.02.1990 Repair ‘SIDE BOARDS’.
12.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 19 H’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BOGIE COMPLETE’.
04.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.07.1990 Repair ‘COUPLER KNUCKLE’.
04.07.1990 Repair ‘END BOARDS’.
04.07.1990 Repair ‘FLOOR BOARDS’.
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04.07.1990 Repair ‘GRADE CONTROL VALVE’.
04.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.07.1990 Repair ‘SIDE BOARDS’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 19 H’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 19 H’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 19 H’
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Repair ‘SIDE BEARER’.
26.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
26.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE BEARERS’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘SIDE BEARER’.
20.08.1991 Repair ‘VEHICLE RECLASSIFY’.
20.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE PULL ROD’.
17.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 19 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
25.07.1995 Repair ‘VEHICLE RECLASSIFY’.
25.07.1995 Issued at location ‘Cadney Park’ with a previous code of wagon ‘ACFY 19 H’

RSFY 20

Details: wagon ‘RSFY 20 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
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Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 01.09.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 02.02.1995

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

10.03.1990 Repair ‘BRAKE BLOCK RB95’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 20 D’
23.06.1990 Repair ‘BRAKE BLOCK RB95’.
23.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 20 D’
04.10.1990 Repair ‘SIDE COMPLETE’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 20 D’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

07.05.1991 Repair ‘BOGIE BEARERS’.
07.05.1991 Repair ‘BOGIE COMPLETE’.
07.05.1991 Repair ‘SIDE BEARER’.
07.05.1991 Repair ‘TOP CENTRE PLATE’.
07.05.1991 Repair ‘VEHICLE RECLASSIFY’.
07.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 20 D’
10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘ROOF BOARDS’.
10.12.1991 Repair ‘SIDE BOARDS’.
10.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 20 D’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BEARERS’.
29.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 20 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
02.02.1995 Repair ‘VEHICLE COMPLETE’.
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03.02.1995 Repair ‘VEHICLE RECLASSIFY’.
03.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 20 D’

RSFY 21

Details: wagon ‘RSFY 21 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.1tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 05.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 23.05.1995
Last Single Car Test: 05.08.1991

19.06.1995 Repair ‘VEHICLE RECLASSIFY’.
19.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ACFY 21 M’

RSFY 22

Details: wagon ‘RSFY 22 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate

20190



2.730. Wagon classification starting with ‘RSF’

Diagram Book Page No.: CB S-5
Date Built: 19.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 25.05.1994
Due Triple Valve: 30.09.1994
Last Brake Cylinder: 03.07.1990
Last Single Car Test: 13.10.1993
Last Lift: 16.02.1979

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

03.07.1989 Repair ‘VEHICLE RECLASSIFY’.
03.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 22 V’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BOGIE BEARERS’.
26.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Repair ‘WHEEL SET’.
13.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BRAKE BLOCK RB95’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1990 Repair ‘SIDE MEMBER’.
03.07.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 22 V’
20.08.1990 Repair ‘END BOARDS’.
20.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 22 V’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

26.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.01.1991 Repair ‘COUPLER KNUCKLE’.
26.01.1991 Repair ‘GRADE CONTROL VALVE’.
26.01.1991 Repair ‘SIDE BOARDS’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 22 V’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BEARERS’.
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10.05.1991 Repair ‘BOGIE COMPLETE’.
10.05.1991 Repair ‘SIDE BEARER’.
10.05.1991 Repair ‘STEP’.
10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 22 V’
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
16.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACFY 22 V’
19.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1991 Repair ‘BOGIE SPRING’.
19.11.1991 Repair ‘BOGIE SPRING’.
19.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
21.10.1992 Repair ‘END BOARDS’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘SIDE BOARDS’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.09.1993 Repair ‘SIDE BOARDS’.
30.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BRANCH PIPE’.
13.10.1993 Repair ‘DOOR COMPLETE’.
13.10.1993 Repair ‘SIDE BOARDS’.
13.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 22 V’

RSFY 23

Details: wagon ‘RSFY 23 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
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Date Built: 19.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 21.11.1994
Last Single Car Test: 16.08.1989

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE WEAR PLATES’.
01.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 23 H’
25.07.1990 Repair ‘SIDE BOARDS’.
25.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 23 H’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 23 H’
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE BEARERS’.
28.05.1991 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘VEHICLE RECLASSIFY’.
28.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 23 H’
14.05.1992 Repair ‘STEP’.
14.05.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 23 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 23 H’
21.11.1994 Repair ‘VEHICLE COMPLETE’.

RSFY 24

Details: wagon ‘RSFY 24 T’ in AN ‘Mainland Division’.

Owner: AN
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 19.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: UF UZ AG CM CN CL CE
Return to Service Date: 11.01.1996
Due Triple Valve: 07.05.1992
Last Single Car Test: 07.05.1991
Last Lift: 05.12.1986

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE WEAR PLATES’.
04.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘BOGIE COMPLETE’.
07.11.1990 Repair ‘BRAKE BLOCK RB95’.
07.11.1990 Repair ‘WHEEL SET’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE BEARERS’.
06.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
06.05.1991 Repair ‘BRAKE CONTROL PIPE’.
06.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.05.1991 Repair ‘COUPLER COMPLETE’.
06.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.05.1991 Repair ‘GRADE CONTROL VALVE’.
06.05.1991 Repair ‘SIDE BEARER’.
06.05.1991 Repair ‘VEHICLE RECLASSIFY’.
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2.730. Wagon classification starting with ‘RSF’

06.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ACFY 24 Q’

13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘ISOLATING COCK’.
13.05.1991 Repair ‘TRAIN PIPE’.
13.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘WEAR PLATES & SADDLES’.
16.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRANCH PIPE’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘DOOR COMPLETE’.
10.11.1993 Repair ‘ISOLATING COCK’.
10.11.1993 Repair ‘TRAIN PIPE’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.11.1994 Repair ‘VEHICLE RECLASSIFY’.
17.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 24 Q’
11.01.1996 Repair ‘VEHICLE COMPLETE’.

RSFY 25

Details: wagon ‘RSFY 25 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 25.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle
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2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 12.10.1994
Due Triple Valve: 16.07.1988
Last Single Car Test: 12.07.1991

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29
NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘BOGIE COMPLETE’.
12.07.1991 Repair ‘SIDE BEARER’.
12.07.1991 Repair ‘VEHICLE RECLASSIFY’.
12.07.1991 Repair ‘VEHICLE STENCILS’.
12.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 25 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
11.08.1994 Repair ‘VEHICLE RECLASSIFY’.
11.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 25 C’
12.10.1994 Repair ‘VEHICLE COMPLETE’.

RSFY 26

Details: wagon ‘RSFY 26 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 11.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 05.07.1994
Last Single Car Test: 03.06.1991
Last Lift: 10.04.1980
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2.730. Wagon classification starting with ‘RSF’

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘TOP CENTRE PLATE’.
27.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 26 L’
11.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘COUPLER KNUCKLE’.
11.07.1990 Repair ‘END BOARDS’.
11.07.1990 Repair ‘TOP CENTRE PLATE’.
11.07.1990 Repair ‘TRAIN PIPE (END)’.
11.07.1990 Repair ‘TRAIN PIPE’.
11.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 26 L’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE BEARERS’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE PULL ROD’.
13.05.1991 Repair ‘SIDE BEARER’.
13.05.1991 Repair ‘TRAIN PIPE (END)’.
13.05.1991 Repair ‘VEHICLE RECLASSIFY’.
13.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 26 L’
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘VEHICLE COMPLETE’.
16.05.1991 Repair ‘VEHICLE STENCILS’.
16.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACFY 26 L’
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.05.1991 Repair ‘BRAKE PULL ROD’.
27.05.1991 Repair ‘END BRAKE COCK’.
27.05.1991 Repair ‘END HOSE’.
27.05.1991 Repair ‘TRAIN PIPE (END)’.
27.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 26 L’
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1992 Repair ‘SIDE BOARDS’.
10.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 26 L’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 26 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘ACFY 26 L’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

RSFY 27

Details: wagon ‘RSFY 27 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 11.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 14.10.1995
Due Triple Valve: 18.06.1988
Last Single Car Test: 11.06.1991
Last Lift: 30.11.1981

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 27 U’
27.11.1989 Repair ‘END BOARDS’.
27.11.1989 Repair ‘SIDE BOARDS’.
27.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 27 U’
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘SIDE COMPLETE’.
25.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACFY 27 U’
02.10.1990 Repair ‘ROOF BOARDS’.
02.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 27 U’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

20198



2.730. Wagon classification starting with ‘RSF’

03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACFY 27 U’
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BEARERS’.
06.06.1991 Repair ‘BOGIE BEARERS’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Repair ‘SIDE BEARER’.
06.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 27 U’
06.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 27 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 27 U’
14.10.1995 Repair ‘VEHICLE COMPLETE’.

RSFY 28

Details: wagon ‘RSFY 28 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 23.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 17.08.1994
Due Triple Valve: 21.06.1990
Last Single Car Test: 02.07.1991
Last Lift: 16.06.1981

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.
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2. TIMS GROUP INFORMATION - WAGONS

16.08.1989 Repair ‘HANDRAILS’.
16.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACFY 28 G’
26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 28 G’
15.02.1990 Repair ‘END BOARDS’.
15.02.1990 Repair ‘SIDE BOARDS’.
15.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 28 G’
10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29

NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 28 G’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘BOGIE BEARERS’.
26.06.1991 Repair ‘BOGIE BEARERS’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘BOGIE COMPLETE’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Repair ‘SIDE BEARER’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 28 G’
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 28 G’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘FLOOR BOARDS’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 28 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 28 G’
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 28 G’

RSFY 29

Details: wagon ‘RSFY 29 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
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2.730. Wagon classification starting with ‘RSF’

Diagram Book Page No.: CB S-5
Date Built: 25.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFY
BSG Code: FSCX

Capacity of 18 cattle

Fleet Grp Code: AG UF CM CN CL CE
Return to Service Date: 25.06.1995
Last Single Car Test: 12.06.1991
Last Lift: 04.08.1983

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACFY TO ACFF - REFER RS4231
(RS3007)’. New class: ‘ACFF’.

10.01.1991 Alteration complete ‘FIT RESILIENT SIDEBEARERS AND POCKETS TO 29
NO. ‘ACFF’ CATTLE VANS IN ACCORDANCE WITH ME STANDARD R31.
STENCIL WAGONS FOR 110 KM/H OPERATION RECLASSIFY ‘ACFF’ WAGONS
TO ‘ACFY‘. RECLASSIFY BOGIES IN ACCORDANCE WITH ME STANDARD R40.
(RS4564)’. New class: ‘ACFY’.

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE COMPLETE’.
11.06.1991 Repair ‘COUPLER COMPLETE’.
11.06.1991 Repair ‘SIDE BEARER’.
11.06.1991 Repair ‘TRAIN PIPE (END)’.
11.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1991 Repair ‘VEHICLE RECLASSIFY’.
11.06.1991 Repair ‘YOKE COMPLETE’.
11.06.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ACFY 29 P’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘END BOARDS’.
25.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 29 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACFY’ CATTLE VANS TO ‘RSFY‘.

(NRC003)’. New class: ‘RSFY’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 29 P’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 29 P’
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ACFY 29 P’
25.06.1995 Repair ‘VEHICLE COMPLETE’.

RSFY 30

Details: wagon ‘RSFY 30 Y’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: NRC
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.2tonne
Current Gauge: Broad
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $8250
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB S-5
Date Built: 26.08.1966
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACFF / ACFY 30 L
BSG Code: FSCX

Capacity of 18 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CE
Return to Service Date: 09.04.1994
Due Triple Valve: 16.08.1990
Last Triple Valve: 24.09.1992
Last Single Car Test: 14.08.1991
Last Lift: 30.10.1979

27.06.1995 Repair ‘VEHICLE RECLASSIFY’.
27.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ACFY 30 L’

2.731 Wagon classification starting with ‘RSH’

RSHY 1738

Details: wagon ‘RSHY 1738 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 14.12.1962
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2.731. Wagon classification starting with ‘RSH’

Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 15.09.1994
Due Triple Valve: 26.09.1992
Last Triple Valve: 16.07.1993
Last Single Car Test: 11.06.1991
Last Lift: 21.06.1980

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB101’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘DISCHARGE DOOR’.
24.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1989 Repair ‘BRAKE LEVER’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘BRAKE PIN’.
03.11.1989 Repair ‘BRAKE PULL ROD’.
03.11.1989 Repair ‘BRAKE SPRING’.
03.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.11.1989 Repair ‘SIDE BEARER’.
03.11.1989 Repair ‘TOP CENTRE PLATE’.
03.11.1989 Repair ‘VEHICLE RECLASSIFY’.
03.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1738 G’
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘VEHICLE COMPLETE’.
09.11.1989 Repair ‘VEHICLE STENCILS’.
09.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1738 G’
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10.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1738 G’
20.03.1990 Alteration complete ‘MODIFY HANDBRAKE ARRANGEMENT TO

DRAWING A2/W4-9/REV A. ACHY. (RS4485)’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘DOOR LOCK MECHANISM’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
15.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE LEVER’.
03.09.1990 Repair ‘FLOOR SHEETING’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1738 G’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
10.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1990 Repair ‘BRANCH PIPE’.
10.10.1990 Repair ‘DOOR COMPLETE’.
10.10.1990 Repair ‘SIDE BOARDS’.
10.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘DOOR COMPLETE’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1738 G’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘HANDRAILS END’.
05.03.1991 Repair ‘WEAR PLATES & SADDLES’.
05.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
17.04.1991 Repair ‘END BOARDS’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘DOOR COMPLETE’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.05.1991 Repair ‘FLOOR BOARDS’.
02.05.1991 Repair ‘SIDE BOARDS’.
02.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
23.05.1991 Repair ‘SIDE SHEET’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘SIDE BOARDS’.
03.06.1991 Repair ‘SIDE BOARDS’.
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘BRAKE LEVER’.
17.07.1991 Repair ‘BRAKE LEVER’.
17.07.1991 Repair ‘SIDE BOARDS’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1738 G’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Repair ‘SIDE BOARDS’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

30.10.1991 Repair ‘DOOR LOCK MECHANISM’.
30.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon
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‘ACHY 1738 G’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘DOOR HINGES AND PINS’.
08.11.1991 Repair ‘VEHICLE COMPLETE’.
08.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1738 G’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘END BRAKE COCK’.
06.12.1991 Repair ‘HOSE FITTINGS’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
20.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Repair ‘DOOR LOCK MECHANISM’.
20.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘END BOARDS’.
14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘DOOR COMPLETE’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘SIDE BOARDS’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
31.03.1993 Repair ‘FLOOR COMPLETE’.
31.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
21.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1993 Repair ‘BRAKE PULL ROD’.
21.04.1993 Repair ‘SIDE BOARDS’.
21.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE SPRING’.
16.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.07.1993 Repair ‘FLOOR BOARDS’.
16.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘SIDE BOARDS’.
07.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.
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(NRC004)’. New class: ‘RSHY’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1738 G’
23.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RSHY 1739

Details: wagon ‘RSHY 1739 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 28.12.1962
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 08.03.1996
Last Brake Cylinder: 21.08.1992
Last Single Car Test: 30.07.1991
Last Lift: 02.06.1981

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

05.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ACHY 1739 P’

20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING
A2/W4-9/REV A. ACHY. (RS4485)’.

30.07.1990 Repair ‘DOOR LOCK MECHANISM’.
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30.07.1990 Repair ‘ROOF BOARDS’.
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.08.1990 Repair ‘TOP CENTRE PLATE’.
30.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.11.1990 Repair ‘END BOARDS’.
27.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘FLOOR BOARDS’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘FLOOR BOARDS’.
30.04.1991 Repair ‘SIDE BOARDS’.
30.04.1991 Repair ‘TRAIN PIPE (END)’.
30.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
04.07.1991 Repair ‘FLOOR BOARDS’.
04.07.1991 Repair ‘FLOOR BOARDS’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘SIDE BOARDS’.
10.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘SIDE BOARDS’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 1739 P’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘FLOOR BOARDS’.
12.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘SIDE BOARDS’.
29.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BRAKE FULCRUM BRACKET’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
23.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1739 P’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘FLOOR BOARDS’.
25.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘SIDE BOARDS’.
10.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘END SHEETING’.
23.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BRAKE BLOCK RB95’.
20.11.1992 Repair ‘SIDE BOARDS’.
20.11.1992 Repair ‘TRAIN PIPE (END)’.
20.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BRAKE PULL ROD’.
18.12.1992 Repair ‘SIDE BOARDS’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
24.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.09.1993 Repair ‘BRAKE PULL ROD’.
24.09.1993 Repair ‘WHEEL SET’.
24.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1739 P’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1739 P’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1740

Details: wagon ‘RSHY 1740 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 28.12.1962
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle
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Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 17.05.1996
Last Triple Valve: 19.07.1988
Last Brake Cylinder: 11.01.1993
Last Single Car Test: 19.08.1991
Last Lift: 19.09.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.09.1989 Repair ‘SIDE BEARER’.
25.09.1989 Repair ‘TOP CENTRE PLATE’.
25.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1740 L’
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘VEHICLE COMPLETE’.
29.09.1989 Repair ‘VEHICLE STENCILS’.
29.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1740 L’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘VEHICLE RECLASSIFY’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1740 L’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘DOOR COMPLETE’.
31.08.1990 Repair ‘FLOOR BOARDS’.
31.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘END BOARDS’.
24.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘FLOOR COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1740 L’
11.10.1990 Repair ‘FLOOR BOARDS’.
11.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ACHY 1740 L’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘DOOR COMPLETE’.
05.03.1991 Repair ‘HANDRAILS’.
05.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
17.04.1991 Repair ‘FLOOR BOARDS’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘DOOR COMPLETE’.
22.05.1991 Repair ‘SIDE BOARDS’.
22.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘BRAKE PULL ROD’.
10.07.1991 Repair ‘SIDE BOARDS’.
10.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘BRAKE PULL ROD’.
11.07.1991 Repair ‘SIDE BOARDS’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘FLOOR BOARDS’.
01.08.1991 Repair ‘SIDE COMPLETE’.
01.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘FLOOR BOARDS’.
02.08.1991 Repair ‘SIDE COMPLETE’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘SIDE BOARDS’.
15.08.1991 Repair ‘SIDE SHEET’.
15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
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15.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 1740 L’

04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘DOOR COMPLETE’.
04.10.1991 Repair ‘SIDE BOARDS’.
04.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘FLOOR BOARDS’.
29.04.1992 Repair ‘FLOOR BOARDS’.
29.04.1992 Repair ‘FLOOR BOARDS’.
29.04.1992 Repair ‘FLOOR BOARDS’.
29.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘SIDE BOARDS’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘END BOARDS’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1993 Repair ‘SIDE SHEET’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1740 L’
31.03.1993 Repair ‘SIDE COMPLETE’.
31.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
05.05.1993 Repair ‘SIDE BOARDS’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
25.08.1993 Repair ‘BRAKE BLOCK RB95’.
25.08.1993 Repair ‘HOSE FITTINGS’.
25.08.1993 Repair ‘SIDE BOARDS’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
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06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.
(NRC004)’. New class: ‘RSHY’.

21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1740 L’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
17.05.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1741

Details: wagon ‘RSHY 1741 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 22.01.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 12.03.1996
Due Triple Valve: 31.12.1993
Last Triple Valve: 25.08.1993
Last Brake Cylinder: 31.12.1992
Last Single Car Test: 29.07.1991
Last Lift: 21.11.1986

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.
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14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 1741 U’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘BRANCH PIPE’.
13.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1989 Repair ‘SIDE BEARER’.
13.10.1989 Repair ‘TOP CENTRE PLATE’.
13.10.1989 Repair ‘TRAIN PIPE (END)’.
13.10.1989 Repair ‘WEAR PLATES & SADDLES’.
13.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1741 U’
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘VEHICLE RECLASSIFY’.
18.10.1989 Repair ‘VEHICLE STENCILS’.
18.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1741 U’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.02.1990 Repair ‘BRAKE PULL ROD’.
28.02.1990 Repair ‘COUPLER COMPLETE’.
28.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.02.1990 Repair ‘END HOSE’.
28.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘TRAIN PIPE (END)’.
28.02.1990 Repair ‘WHEEL SET’.
28.02.1990 Repair ‘YOKE COMPLETE’.
28.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1741 U’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
01.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 1741 U’
04.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1990 Repair ‘BRAKE LEVER’.
04.07.1990 Repair ‘DOOR COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Repair ‘VEHICLE COMPLETE’.
04.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1741 U’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BRAKE BLOCK RB95’.
01.08.1990 Repair ‘TRAIN PIPE’.
01.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.08.1990 Repair ‘BRAKE PULL ROD’.
21.08.1990 Repair ‘END HOSE’.
21.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1990 Repair ‘ISOLATING COCK’.
21.08.1990 Repair ‘SIDE BOARDS’.
21.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1741 U’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
10.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 1741 U’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘END BOARDS’.
07.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
17.04.1991 Repair ‘FLOOR BOARDS’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1991 Repair ‘END BOARDS’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘FLOOR BOARDS’.
16.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
07.08.1991 Repair ‘VEHICLE COMPLETE’.
07.08.1991 Repair ‘VEHICLE COMPLETE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘SIDE BOARDS’.
28.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 1741 U’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘SIDE BOARDS’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
04.10.1991 Alteration complete ‘FIT SECOND INNER SPRINGS WITH SPACER

BLOCKS, DWG A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO.
‘AHCY’ DOUBLE DECK CATTLE WAGONS. NOTE] PORT AUGUSTA
WORKSHOPS ALREADY HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER
BLOCKS OF 336 NO. REQUIRED. - CONTACT PRODUCTION OFFICE , PORT
AUGUSTA. ACHY 1738-1749, 3230-3238. (RS4643)’.

10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘TRAIN PIPE’.
10.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘FLOOR BOARDS’.
29.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
11.11.1991 Repair ‘SIDE BOARDS’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘FLOOR BOARDS’.
22.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Repair ‘BOGIE BEARINGS’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘BRAKE PULL ROD’.
20.08.1992 Repair ‘BRAKE PULL ROD’.
20.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
20.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘END BOARDS’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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22.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 1741 U’

27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BOGIE SPRING’.
27.11.1992 Repair ‘SIDE BOARDS’.
27.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘BRAKE FULCRUM BRACKET’.
31.12.1992 Repair ‘BRAKE LEVER’.
31.12.1992 Repair ‘BRAKE PULL ROD’.
31.12.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘DOOR LOCK MECHANISM’.
31.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1741 U’
29.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1993 Repair ‘SIDE BOARDS’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘SIDE BOARDS’.
10.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
25.08.1993 Repair ‘BRAKE PULL ROD’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘DOOR HINGES AND PINS’.
28.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1741 U’
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30.06.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1742

Details: wagon ‘RSHY 1742 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 25.01.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 21.05.1996
Last Single Car Test: 08.12.1989
Last Lift: 22.10.1980

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.12.1989 Repair ‘SIDE BEARER’.
06.12.1989 Repair ‘TOP CENTRE PLATE’.
06.12.1989 Repair ‘VEHICLE RECLASSIFY’.
06.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1742 G’
12.12.1989 Repair ‘BOGIE COMPLETE’.
12.12.1989 Repair ‘VEHICLE COMPLETE’.
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12.12.1989 Repair ‘VEHICLE STENCILS’.
12.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1742 G’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘END BOARDS’.
04.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘SIDE BOARDS’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1742 G’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘DOOR COMPLETE’.
28.11.1990 Repair ‘FLOOR BOARDS’.
28.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1990 Repair ‘BRAKE PULL ROD’.
13.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘DOOR HINGES AND PINS’.
24.05.1991 Repair ‘FLOOR BOARDS’.
24.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘FLOOR BOARDS’.
18.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘COUPLER TRIGGER LEVER’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Repair ‘SIDE SHEET’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1742 G’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Repair ‘SIDE BOARDS’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG
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A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘END BOARDS’.
10.10.1991 Repair ‘SIDE BOARDS’.
10.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘FLOOR BOARDS’.
12.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE BLOCK RB95’.
07.05.1992 Repair ‘END BOARDS’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘SIDE BOARDS’.
21.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘SIDE BOARDS’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘TRAIN PIPE (END)’.
21.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 1742 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1742 G’
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05.08.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.12.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Repair ‘VEHICLE COMPLETE’.
21.05.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1743

Details: wagon ‘RSHY 1743 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 05.02.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACCF
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 11.12.1995
Due Triple Valve: 25.06.1993
Last Triple Valve: 23.05.1988
Last Brake Cylinder: 16.06.1993
Last Single Car Test: 30.07.1991
Last Lift: 28.07.1986

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

21.08.1989 Repair ‘VEHICLE RECLASSIFY’.
21.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1743 P’
01.09.1989 Repair ‘BOGIE COMPLETE’.
01.09.1989 Repair ‘VEHICLE COMPLETE’.
01.09.1989 Repair ‘VEHICLE STENCILS’.
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01.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon
‘ACHY 1743 P’

08.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1989 Repair ‘BOGIE COMPLETE’.
08.09.1989 Repair ‘SIDE BEARER’.
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1743 P’
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘END BRAKE COCK’.
10.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘SIDE BEARER’.
05.03.1990 Repair ‘TOP CENTRE PLATE’.
05.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1743 P’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
15.06.1990 Repair ‘FLOOR BOARDS’.
15.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1743 P’
09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘FLOOR BOARDS’.
09.08.1990 Repair ‘WHEEL SET’.
09.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1743 P’
23.08.1990 Repair ‘DOOR LOCK MECHANISM’.
23.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1743 P’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘SIDE BOARDS’.
09.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER KNUCKLE’.
02.01.1991 Repair ‘DOOR HINGES AND PINS’.
02.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1743 P’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘DOOR COMPLETE’.
09.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘FLOOR BOARDS’.
15.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
12.04.1991 Repair ‘END SHEETING’.
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12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 1743 P’

15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘DOOR COMPLETE’.
15.05.1991 Repair ‘FLOOR BOARDS’.
15.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BRAKE BLOCK RB95’.
01.08.1991 Repair ‘FLOOR BOARDS’.
01.08.1991 Repair ‘SIDE BOARDS’.
01.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
02.08.1991 Repair ‘FLOOR BOARDS’.
02.08.1991 Repair ‘SIDE BOARDS’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘COUPLER KNUCKLE’.
26.09.1991 Repair ‘DOOR COMPLETE’.
26.09.1991 Repair ‘EMPTY LOAD VALVE’.
26.09.1991 Repair ‘GRADE CONTROL VALVE’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1743 P’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘FLOOR BOARDS’.
12.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 1743 P’
24.06.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1743 P’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
19.08.1992 Repair ‘VEHICLE COMPLETE’.
19.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1743 P’
18.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘SIDE BOARDS’.
21.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
07.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.10.1993 Repair ‘BRAKE PULL ROD’.
07.10.1993 Repair ‘SIDE BOARDS’.
07.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1743 P’
21.06.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.

RSHY 1744

Details: wagon ‘RSHY 1744 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
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Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 26.02.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 30.06.1995
Due Triple Valve: 25.08.1990
Last Brake Cylinder: 10.09.1992
Last Single Car Test: 14.08.1991
Last Lift: 12.03.1982

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BEARERS’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘BRAKE PULL ROD’.
24.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.08.1989 Repair ‘COUPLER COMPLETE’.
24.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.08.1989 Repair ‘DRAFTGEAR COMPLETE OTHER’.
24.08.1989 Repair ‘FLOOR BOARDS’.
24.08.1989 Repair ‘FLOOR BOARDS’.
24.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1989 Repair ‘SIDE BEARER’.
24.08.1989 Repair ‘TOP CENTRE PLATE’.
24.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.08.1989 Repair ‘VEHICLE RECLASSIFY’.
24.08.1989 Repair ‘YOKE COMPLETE’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1744 B’
05.09.1989 Repair ‘BOGIE COMPLETE’.
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05.09.1989 Repair ‘VEHICLE COMPLETE’.
05.09.1989 Repair ‘VEHICLE STENCILS’.
05.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1744 B’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘SIDE BEARER’.
20.09.1989 Repair ‘TOP CENTRE PLATE’.
20.09.1989 Repair ‘TRAIN PIPE (END)’.
20.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1744 B’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.08.1990 Repair ‘SIDE BOARDS’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1744 B’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘END SHEETING’.
27.08.1990 Repair ‘END SHEETING’.
27.08.1990 Repair ‘SIDE BEARER’.
27.08.1990 Repair ‘SIDE BEARER’.
27.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.09.1990 Repair ‘DOOR COMPLETE’.
03.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Repair ‘BOGIE COMPLETE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
04.10.1991 Alteration complete ‘FIT SECOND INNER SPRINGS WITH SPACER

20227



2. TIMS GROUP INFORMATION - WAGONS

BLOCKS, DWG A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO.
‘AHCY’ DOUBLE DECK CATTLE WAGONS. NOTE] PORT AUGUSTA
WORKSHOPS ALREADY HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER
BLOCKS OF 336 NO. REQUIRED. - CONTACT PRODUCTION OFFICE , PORT
AUGUSTA. ACHY 1738-1749, 3230-3238. (RS4643)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘FLOOR BOARDS’.
06.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘FLOOR BOARDS’.
21.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1992 Repair ‘FLOOR BOARDS’.
23.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
23.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘END BOARDS’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
18.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ACHY 1744 B’
07.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1744 B’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1744 B’
11.09.1992 Repair ‘BOGIE BEARINGS’.
11.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1744 B’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BRAKE PULL ROD’.
04.11.1992 Repair ‘WEAR PLATES & SADDLES’.
04.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE SPRING’.
20.05.1993 Repair ‘BRAKE BLOCK RB95’.
20.05.1993 Repair ‘WHEEL SET’.
20.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
29.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 1744 B’
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘DOOR COMPLETE’.
24.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘COUPLER COMPLETE’.
26.11.1993 Repair ‘DOOR COMPLETE’.
26.11.1993 Repair ‘HOSE FITTINGS’.
26.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1744 B’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RSHY 1745

Details: wagon ‘RSHY 1745 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 19.06.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
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BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 09.03.1996
Due Triple Valve: 31.08.1989
Last Brake Cylinder: 20.08.1991
Last Single Car Test: 07.03.1990
Last Lift: 15.10.1986

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BEARERS’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘BRAKE PULL ROD’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1745 K’
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Repair ‘VEHICLE STENCILS’.
24.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1745 K’
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BEARERS’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1745 K’
16.09.1989 Repair ‘END HOSE’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1745 K’
28.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1989 Repair ‘COUPLER KNUCKLE’.
28.10.1989 Repair ‘DOOR LOCK MECHANISM’.
28.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1745 K’
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE PULL ROD’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
06.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1990 Repair ‘SIDE BEARER’.
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06.03.1990 Repair ‘TOP CENTRE PLATE’.
06.03.1990 Repair ‘YOKE COMPLETE’.
06.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1745 K’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
10.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1990 Repair ‘BRANCH PIPE’.
10.09.1990 Repair ‘COUPLER KNUCKLE’.
10.09.1990 Repair ‘SIDE SHEET’.
10.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1745 K’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘END BOARDS’.
09.11.1990 Repair ‘SIDE BEARER’.
09.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
12.04.1991 Repair ‘SIDE SHEET’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘FLOOR BOARDS’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.08.1991 Repair ‘COUPLER KNUCKLE’.
20.08.1991 Repair ‘DOOR LOCK MECHANISM’.
20.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1745 K’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘DISCHARGE DOOR’.
23.08.1991 Repair ‘DOOR COMPLETE’.
23.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
23.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘SIDE BOARDS’.
27.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘SIDE BOARDS’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
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1738-1749, 3230-3238. (RS4643)’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘DOOR COMPLETE’.
01.11.1991 Repair ‘FLOOR BOARDS’.
01.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘END BOARDS’.
15.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘BRANCH PIPE’.
09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
18.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘END BOARDS’.
02.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
05.05.1993 Repair ‘SIDE BOARDS’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘BRAKE BLOCK RB95’.
29.07.1993 Repair ‘SIDE BOARDS’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
28.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1745 K’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘TRAIN PIPE (END)’.
08.09.1993 Repair ‘YOKE CARRIER’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1745 K’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1995 Repair ‘VEHICLE COMPLETE’.
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12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC
WAGONS (PMPRO4)’.

09.03.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1746

Details: wagon ‘RSHY 1746 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 19.06.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 12.03.1996
Due Triple Valve: 27.08.1994
Last Triple Valve: 23.09.1993
Last Brake Cylinder: 08.09.1993
Last Single Car Test: 16.06.1993
Last Lift: 30.06.1982

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

08.08.1989 Repair ‘COUPLER COMPLETE’.
08.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1746 T’
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘BRAKE LEVER’.
04.10.1989 Repair ‘BRAKE PIN’.
04.10.1989 Repair ‘BRAKE PULL ROD’.
04.10.1989 Repair ‘BRAKE SPRING’.
04.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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04.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.10.1989 Repair ‘SIDE BEARER’.
04.10.1989 Repair ‘TOP CENTRE PLATE’.
04.10.1989 Repair ‘TRAIN PIPE (END)’.
04.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1746 T’
13.10.1989 Repair ‘BOGIE COMPLETE’.
13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Repair ‘VEHICLE STENCILS’.
13.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1746 T’
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
11.01.1990 Repair ‘BOGIE COMPLETE’.
11.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
11.01.1990 Repair ‘VEHICLE RECLASSIFY’.
11.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1746 T’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘DOOR COMPLETE’.
13.09.1990 Repair ‘FLOOR BOARDS’.
13.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
27.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘BODY COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Repair ‘VEHICLE COMPLETE’.
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1746 T’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1990 Repair ‘SIDE BOARDS’.
08.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BRAKE LEVER’.
11.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.12.1990 Repair ‘SIDE BOARDS’.
11.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
17.04.1991 Repair ‘SIDE BOARDS’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
18.04.1991 Repair ‘FLOOR BOARDS’.
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18.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 1746 T’

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘END BOARDS’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘SIDE BOARDS’.
09.05.1991 Repair ‘TRAIN PIPE (END)’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.06.1991 Repair ‘SIDE BOARDS’.
11.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1991 Repair ‘SIDE BOARDS’.
12.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘SIDE BOARDS’.
17.07.1991 Repair ‘SIDE BOARDS’.
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘WEAR PLATES & SADDLES’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
04.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1746 T’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE BLOCK RB95’.
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23.10.1991 Repair ‘SIDE BOARDS’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘FLOOR BOARDS’.
12.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.12.1991 Repair ‘COUPLER KNUCKLE’.
19.12.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1746 T’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘SIDE SHEET’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘SIDE BOARDS’.
14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘SIDE BOARDS’.
10.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
22.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1992 Repair ‘BRAKE BLOCK RB95’.
22.10.1992 Repair ‘BRAKE PULL ROD’.
22.10.1992 Repair ‘SIDE SHEET’.
22.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1992 Repair ‘BRANCH PIPE’.
26.11.1992 Repair ‘BRANCH PIPE’.
26.11.1992 Repair ‘DOOR COMPLETE’.
26.11.1992 Repair ‘DOOR COMPLETE’.
26.11.1992 Repair ‘END BOARDS’.
26.11.1992 Repair ‘END BOARDS’.
26.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘SIDE BOARDS’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘HOSE FITTINGS’.
16.12.1992 Repair ‘SIDE BOARDS’.
16.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 1746 T’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘FLOOR BOARDS’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘DOOR LOCK MECHANISM’.
29.07.1993 Repair ‘SIDE BOARDS’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘BRAKE LEVER’.
27.08.1993 Repair ‘BRAKE PIN’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.08.1993 Repair ‘COUPLER KNUCKLE’.
27.08.1993 Repair ‘DIRT COLLECTORS/STRAINERS’.
27.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1746 T’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
08.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1746 T’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1747

Details: wagon ‘RSHY 1747 X’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 02.07.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 14.03.1996
Due Triple Valve: 19.12.1991
Last Triple Valve: 16.09.1993
Last Single Car Test: 20.10.1993
Last Lift: 21.08.1986

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.09.1989 Repair ‘SIDE BEARER’.
27.09.1989 Repair ‘TOP CENTRE PLATE’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1747 F’
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘VEHICLE COMPLETE’.
05.10.1989 Repair ‘VEHICLE STENCILS’.
05.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1747 F’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BRANCH PIPE’.
23.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.10.1989 Repair ‘TRAIN PIPE’.
23.10.1989 Repair ‘VEHICLE RECLASSIFY’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1747 F’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
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15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BRAKE LEVER’.
15.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘DOOR COMPLETE’.
13.09.1990 Repair ‘FLOOR BOARDS’.
13.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘FLOOR BOARDS’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
28.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1747 F’
19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘BRAKE BLOCK RB95’.
19.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘DOOR HINGES AND PINS’.
19.12.1990 Repair ‘DOOR LOCK MECHANISM’.
19.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1747 F’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘SIDE BOARDS’.
03.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘DISCHARGE DOOR’.
30.08.1991 Repair ‘SIDE SHEET’.
30.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘DOOR COMPLETE’.
04.10.1991 Repair ‘SIDE BOARDS’.
04.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘DOOR LOCK MECHANISM’.
10.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘FLOOR BOARDS’.
12.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
27.03.1992 Repair ‘FLOOR BOARDS’.
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27.03.1992 Repair ‘SIDE BOARDS’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.10.1992 Repair ‘END SHEETING’.
23.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRAKE PULL ROD’.
16.12.1992 Repair ‘SIDE BOARDS’.
16.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
31.03.1993 Repair ‘SIDE COMPLETE’.
31.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.09.1993 Repair ‘TRAIN PIPE’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘TRAIN PIPE’.
20.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 1747 F’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1747 F’
20.06.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1748

Details: wagon ‘RSHY 1748 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 20.06.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 14.03.1996
Due Triple Valve: 09.05.1992
Last Triple Valve: 25.08.1993
Last Brake Cylinder: 12.04.1988
Last Single Car Test: 25.08.1993
Last Lift: 27.06.1979

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

09.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1989 Repair ‘BOGIE BEARERS’.
09.08.1989 Repair ‘BOGIE COMPLETE’.
09.08.1989 Repair ‘BRAKE LEVER’.
09.08.1989 Repair ‘BRAKE PULL ROD’.
09.08.1989 Repair ‘FLOOR BOARDS’.
09.08.1989 Repair ‘FLOOR BOARDS’.
09.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1989 Repair ‘HANDRAILS’.
09.08.1989 Repair ‘SIDE BEARER’.
09.08.1989 Repair ‘VEHICLE RECLASSIFY’.
09.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1748 Y’
18.08.1989 Repair ‘BOGIE COMPLETE’.
18.08.1989 Repair ‘VEHICLE COMPLETE’.
18.08.1989 Repair ‘VEHICLE STENCILS’.
18.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1748 Y’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.08.1989 Repair ‘DOOR HINGES AND PINS’.
24.08.1989 Repair ‘FLOOR SHEETING’.
24.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE BEARERS’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
04.09.1989 Repair ‘BRAKE LEVER’.
04.09.1989 Repair ‘BRAKE PULL ROD’.
04.09.1989 Repair ‘SIDE BEARER’.
04.09.1989 Repair ‘TOP CENTRE PLATE’.
04.09.1989 Repair ‘VEHICLE COMPLETE’.
04.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1748 Y’
07.09.1989 Repair ‘BOGIE COMPLETE’.
07.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1748 Y’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘FLOOR COMPLETE’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1748 Y’
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘FLOOR BOARDS’.
08.11.1989 Repair ‘SIDE BEARER’.
08.11.1989 Repair ‘TOP CENTRE PLATE’.
08.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1748 Y’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘SIDE BOARDS’.
23.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BRAKE BLOCK RB95’.
23.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1748 Y’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘DOOR SLIDE RAIL’.
27.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
09.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘VEHICLE STENCILS’.
09.05.1991 Repair ‘WHEEL SET’.
09.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1748 Y’
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23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘BOGIE BEARINGS’.
23.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘END BOARDS’.
03.06.1991 Repair ‘END BOARDS’.
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
31.07.1991 Repair ‘SIDE BOARDS’.
31.07.1991 Repair ‘SIDE BOARDS’.
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘SIDE SHEET’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
04.10.1991 Alteration complete ‘FIT SECOND INNER SPRINGS WITH SPACER

BLOCKS, DWG A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO.
‘AHCY’ DOUBLE DECK CATTLE WAGONS. NOTE] PORT AUGUSTA
WORKSHOPS ALREADY HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER
BLOCKS OF 336 NO. REQUIRED. - CONTACT PRODUCTION OFFICE , PORT
AUGUSTA. ACHY 1738-1749, 3230-3238. (RS4643)’.

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘DOOR COMPLETE’.
11.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘FLOOR BOARDS’.
23.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘END BOARDS’.
14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE SPRING’.
13.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
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25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘DOOR COMPLETE’.
30.09.1993 Repair ‘SIDE BOARDS’.
30.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
19.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BRAKE BLOCK RB95’.
11.02.1994 Repair ‘DOOR COMPLETE’.
11.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1994 Repair ‘TRAIN PIPE’.
11.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1748 Y’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1995 Repair ‘VEHICLE COMPLETE’.
25.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 1749

Details: wagon ‘RSHY 1749 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $10600
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Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 235
Date Built: 28.06.1963
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACCF
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 29.09.1996
Due Triple Valve: 09.09.1994
Last Triple Valve: 25.08.1993
Last Brake Cylinder: 02.04.1992
Last Single Car Test: 20.10.1993
Last Lift: 19.07.1982

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘BOGIE COMPLETE’.
29.11.1989 Repair ‘BRAKE PULL ROD’.
29.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1989 Repair ‘SIDE BEARER’.
29.11.1989 Repair ‘TOP CENTRE PLATE’.
29.11.1989 Repair ‘VEHICLE RECLASSIFY’.
29.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1749 A’
06.12.1989 Repair ‘BOGIE COMPLETE’.
06.12.1989 Repair ‘VEHICLE COMPLETE’.
06.12.1989 Repair ‘VEHICLE STENCILS’.
06.12.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1749 A’
14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1989 Repair ‘TOP CENTRE PLATE’.
14.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1749 A’
20.03.1990 Alteration ‘MODIFY HANDBRAKE ARRANGEMENT TO DRAWING

A2/W4-9/REV A. ACHY. (RS4485)’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘END BRAKE COCK’.
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23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Repair ‘VEHICLE COMPLETE’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1749 A’
03.09.1990 Repair ‘CARD OR CLIP HOLDER’.
03.09.1990 Repair ‘DOOR LOCK MECHANISM’.
03.09.1990 Repair ‘SIDE BEARER’.
03.09.1990 Repair ‘SIDE MEMBER’.
03.09.1990 Repair ‘SIDE STEP’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1749 A’
26.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1990 Repair ‘COUPLER KNUCKLE’.
26.10.1990 Repair ‘SIDE BOARDS’.
26.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 1749 A’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘END BOARDS’.
09.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
12.04.1991 Repair ‘END BOARDS’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE LEVER’.
01.05.1991 Repair ‘END SHEETING’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘SIDE BOARDS’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘END BOARDS’.
15.05.1991 Repair ‘FLOOR BOARDS’.
15.05.1991 Repair ‘TRAIN PIPE’.
15.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘SIDE BOARDS’.
10.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘SIDE BOARDS’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1991 Repair ‘SIDE BOARDS’.
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24.07.1991 Repair ‘SIDE BOARDS’.
24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘SIDE SHEET’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1991 Repair ‘TRAIN PIPE’.
18.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘SIDE BOARDS’.
27.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘END BOARDS’.
08.10.1991 Repair ‘SIDE BOARDS’.
08.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
24.10.1991 Repair ‘DOOR COMPLETE’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 1749 A’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘BRAKE PULL ROD’.
25.10.1991 Repair ‘DOOR COMPLETE’.
25.10.1991 Repair ‘FLOOR BOARDS’.
25.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
11.11.1991 Repair ‘ROOF SHEET’.
11.11.1991 Repair ‘SIDE BOARDS’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘SIDE BOARDS’.
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27.04.1992 Repair ‘SIDE BOARDS’.
27.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRANCH PIPE’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘SIDE BOARDS’.
14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘SIDE BOARDS’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘FLOOR BOARDS’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘AXLEBOX’.
02.09.1992 Repair ‘BOGIE COMPLETE’.
02.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
09.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1992 Repair ‘SIDE BOARDS’.
09.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘HOSE FITTINGS’.
09.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
18.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘FLOOR BOARDS’.
02.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
17.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1993 Repair ‘FLOOR BOARDS’.
17.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
10.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1993 Repair ‘SIDE BOARDS’.
10.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 1749 A’
03.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1993 Repair ‘BRAKE BLOCK RB95’.
03.09.1993 Repair ‘BRAKE PULL ROD’.
03.09.1993 Repair ‘BRANCH PIPE’.
03.09.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.09.1993 Repair ‘VEHICLE COMPLETE’.
03.09.1993 Repair ‘WHEEL SET’.
03.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 1749 A’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 1749 A’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.09.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 3230

Details: wagon ‘RSHY 3230 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
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Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 05.11.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 30.01.1996
Last Single Car Test: 06.09.1989
Last Lift: 05.11.1981

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BOGIE BEARERS’.
05.09.1989 Repair ‘BOGIE COMPLETE’.
05.09.1989 Repair ‘END BRAKE COCK’.
05.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.09.1989 Repair ‘SIDE BEARER’.
05.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3230 D’
14.09.1989 Repair ‘BOGIE COMPLETE’.
14.09.1989 Repair ‘VEHICLE COMPLETE’.
14.09.1989 Repair ‘VEHICLE STENCILS’.
14.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3230 D’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BOGIE SPRING’.
30.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Repair ‘STEP’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3230 D’
28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘DOOR COMPLETE’.
28.08.1990 Repair ‘END SHEETING’.
28.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘SIDE SHEET’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3230 D’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘BRAKE LEVER’.
11.12.1990 Repair ‘SIDE BOARDS’.
11.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘END SHEETING’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘DOOR COMPLETE’.
08.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘FLOOR BOARDS’.
06.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE SIDEFRAME’.
21.11.1991 Repair ‘SIDE BOARDS’.
21.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
22.01.1992 Repair ‘DOOR COMPLETE’.
22.01.1992 Repair ‘FLOOR COMPLETE’.
22.01.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3230 D’
23.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1992 Repair ‘FLOOR BOARDS’.
23.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘HANDRAILS END’.
23.09.1993 Repair ‘SIDE BOARDS’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘DOOR COMPLETE’.
21.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 3230 D’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3230 D’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3230 D’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1996 Repair ‘VEHICLE COMPLETE’.

RSHY 3231

Details: wagon ‘RSHY 3231 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 09.11.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACCF
BSG Code: FSCX

Capacity of 72 cattle

Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 09.03.1996
Last Brake Cylinder: 10.09.1991
Last Single Car Test: 05.08.1991
Last Lift: 09.11.1981

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3231 M’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE COMPLETE’.
24.08.1989 Repair ‘FLOOR BOARDS’.
24.08.1989 Repair ‘FLOOR BOARDS’.
24.08.1989 Repair ‘SIDE BEARER’.
24.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3231 M’
19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BEARERS’.
19.09.1989 Repair ‘BOGIE COMPLETE’.
19.09.1989 Repair ‘BRAKE PULL ROD’.
19.09.1989 Repair ‘FLOOR SUPPORT’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3231 M’
28.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1989 Repair ‘BOGIE SPRING’.
28.10.1989 Repair ‘COUPLER KNUCKLE’.
28.10.1989 Repair ‘HANDRAILS END’.
28.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.10.1989 Repair ‘STEP’.
28.10.1989 Repair ‘VEHICLE RECLASSIFY’.
28.10.1989 Repair ‘VEHICLE RENUMBERED’.
28.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3231 M’
08.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1990 Repair ‘COUPLER KNUCKLE’.
08.09.1990 Repair ‘DOOR FRAME’.
08.09.1990 Repair ‘DOOR HINGES AND PINS’.
08.09.1990 Repair ‘END HOSE’.
08.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3231 M’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘DOOR HINGES AND PINS’.
27.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
04.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3231 M’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘SIDE BOARDS’.
13.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
17.04.1991 Repair ‘FLOOR BOARDS’.
17.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 3231 M’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘DOOR COMPLETE’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘END BOARDS’.
01.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘SIDE BOARDS’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘BRAKE BLOCK RB95’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘SIDE BOARDS’.
01.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘SIDE BOARDS’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Repair ‘EMPTY LOAD VALVE’.
10.09.1991 Repair ‘END BRAKE COCK’.
10.09.1991 Repair ‘END HOSE’.
10.09.1991 Repair ‘GRADE CONTROL VALVE’.
10.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3231 M’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘SIDE BOARDS’.
27.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
04.10.1991 Alteration complete ‘FIT SECOND INNER SPRINGS WITH SPACER

BLOCKS, DWG A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO.
‘AHCY’ DOUBLE DECK CATTLE WAGONS. NOTE] PORT AUGUSTA
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WORKSHOPS ALREADY HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER
BLOCKS OF 336 NO. REQUIRED. - CONTACT PRODUCTION OFFICE , PORT
AUGUSTA. ACHY 1738-1749, 3230-3238. (RS4643)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘FLOOR BOARDS’.
06.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE SIDEFRAME’.
21.11.1991 Repair ‘DOOR COMPLETE’.
21.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
10.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1992 Repair ‘END BOARDS’.
10.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘ROOF BOARDS’.
20.05.1992 Repair ‘SIDE BOARDS’.
20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘BOGIE SPRING’.
18.08.1992 Repair ‘BOGIE SPRING’.
18.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BRANCH PIPE’.
04.11.1992 Repair ‘HOSE FITTINGS’.
04.11.1992 Repair ‘SIDE BOARDS’.
04.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘SIDE BOARDS’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3231 M’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Repair ‘VEHICLE COMPLETE’.
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RSHY 3232

Details: wagon ‘RSHY 3232 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 06.11.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 31.08.1994
Last Single Car Test: 11.06.1991
Last Lift: 06.11.1982

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 3232 V’
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 3232 V’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘END HOSE’.
10.11.1989 Repair ‘FLOOR BOARDS’.
10.11.1989 Repair ‘FLOOR BOARDS’.
10.11.1989 Repair ‘SIDE BEARER’.
10.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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10.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ACHY 3232 V’

16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘VEHICLE COMPLETE’.
16.11.1989 Repair ‘VEHICLE STENCILS’.
16.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3232 V’
30.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1990 Repair ‘SIDE BOARDS’.
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3232 V’
27.09.1990 Repair ‘FLOOR BOARDS’.
27.09.1990 Repair ‘SIDE MEMBER’.
27.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3232 V’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘DISCHARGE DOOR’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘END SHEETING’.
08.11.1990 Repair ‘FLOOR SHEETING’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
08.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3232 V’
25.02.1991 Repair ‘DOOR COMPLETE’.
25.02.1991 Repair ‘END BOARDS’.
25.02.1991 Repair ‘SIDE BOARDS’.
25.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3232 V’
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3232 V’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1991 Repair ‘BRAKE PULL ROD’.
08.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3232 V’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘DOOR COMPLETE’.
12.03.1991 Repair ‘END BOARDS’.
12.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
14.03.1991 Repair ‘DOOR FRAME’.
14.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘SIDE BOARDS’.
03.06.1991 Repair ‘SIDE BOARDS’.
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Repair ‘END BOARDS’.
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
04.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘DISCHARGE DOOR’.
28.08.1991 Repair ‘SIDE SHEET’.
28.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘END SHEETING’.
05.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘SIDE BOARDS’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘DOOR COMPLETE’.
01.11.1991 Repair ‘FLOOR BOARDS’.
01.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘DOOR COMPLETE’.
12.10.1992 Repair ‘END BOARDS’.
12.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘SIDE BOARDS’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
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16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘END BOARDS’.
16.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
13.02.1993 Repair ‘STEP’.
13.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 3232 V’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
16.02.1993 Repair ‘DOOR COMPLETE’.
16.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
29.07.1993 Repair ‘FLOOR BOARDS’.
29.07.1993 Repair ‘SIDE BOARDS’.
29.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘HOSE FITTINGS’.
18.08.1993 Repair ‘SIDE BOARDS’.
18.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘BRAKE BLOCK RB95’.
07.02.1994 Repair ‘DOOR COVERING’.
07.02.1994 Repair ‘SIDE BOARDS’.
07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3232 V’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

20259



2. TIMS GROUP INFORMATION - WAGONS

RSHY 3233

Details: wagon ‘RSHY 3233 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 16.11.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 05.06.1995
Last Single Car Test: 11.06.1991
Last Lift: 05.11.1986

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘BRAKE CONTROL PIPE’.
09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘BRANCH PIPE’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
09.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1989 Repair ‘END HOSE’.
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09.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1989 Repair ‘SIDE BEARER’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Repair ‘VEHICLE RECLASSIFY’.
09.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3233 H’
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘VEHICLE COMPLETE’.
14.11.1989 Repair ‘VEHICLE STENCILS’.
14.11.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3233 H’
02.03.1990 Repair ‘END BRAKE COCK’.
02.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘SIDE SHEET’.
17.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BRAKE PULL ROD’.
28.11.1990 Repair ‘END BOARDS’.
28.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
28.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BRANCH PIPE’.
07.12.1990 Repair ‘END BOARDS’.
07.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
22.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1990 Repair ‘COUPLER KNUCKLE’.
22.12.1990 Repair ‘EMPTY LOAD VALVE’.
22.12.1990 Repair ‘GRADE CONTROL VALVE’.
22.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3233 H’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘DOOR COMPLETE’.
09.01.1991 Repair ‘END BOARDS’.
09.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1991 Repair ‘SIDE BOARDS’.
03.06.1991 Repair ‘SIDE BOARDS’.
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
03.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’

20261



2. TIMS GROUP INFORMATION - WAGONS

30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘SIDE BOARDS’.
30.07.1991 Repair ‘SIDE BOARDS’.
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE BLOCK RB95’.
18.09.1991 Repair ‘BRAKE PULL ROD’.
18.09.1991 Repair ‘FLOOR BOARDS’.
18.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
28.09.1991 Repair ‘HANDRAILS’.
28.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3233 H’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘DOOR COMPLETE’.
03.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

11.11.1991 Repair ‘SIDE BOARDS’.
11.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘END BOARDS’.
14.05.1992 Repair ‘FLOOR BOARDS’.
14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘DOOR COMPLETE’.
20.11.1992 Repair ‘SIDE BOARDS’.
20.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘BRANCH PIPE’.
18.12.1992 Repair ‘SIDE BOARDS’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
01.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1993 Repair ‘FLOOR BOARDS’.
01.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
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19.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 3233 H’

03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3233 H’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RSHY 3234

Details: wagon ‘RSHY 3234 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 03.12.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 15.10.1995
Last Brake Cylinder: 01.08.1991
Last Single Car Test: 29.07.1991
Last Lift: 03.12.1981
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02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘FLOOR BOARDS’.
30.08.1989 Repair ‘SIDE BEARER’.
30.08.1989 Repair ‘VEHICLE RECLASSIFY’.
30.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3234 Q’
06.09.1989 Repair ‘VEHICLE COMPLETE’.
06.09.1989 Repair ‘VEHICLE STENCILS’.
06.09.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3234 Q’
13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE BEARERS’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘BRAKE PULL ROD’.
13.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3234 Q’
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1989 Repair ‘HANDRAILS END’.
20.09.1989 Repair ‘STEP’.
20.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3234 Q’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘SIDE BOARDS’.
03.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
23.05.1990 Repair ‘DOOR LOCK MECHANISM’.
23.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
01.08.1990 Repair ‘SIDE BOARDS’.
01.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3234 Q’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
11.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
04.10.1990 Repair ‘BOGIE COMPLETE’.
04.10.1990 Repair ‘COUPLER COMPLETE’.
04.10.1990 Repair ‘DOOR FRAME’.
04.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
04.10.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3234 Q’
25.02.1991 Repair ‘DOOR FRAME’.
25.02.1991 Repair ‘DOOR LOCK MECHANISM’.
25.02.1991 Repair ‘END BOARDS’.
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25.02.1991 Repair ‘SIDE BOARDS’.
25.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3234 Q’
07.03.1991 Repair ‘BOGIE COMPLETE’.
07.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.03.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3234 Q’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘DOOR FRAME’.
14.03.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
14.03.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3234 Q’
12.04.1991 Repair ‘FLOOR BOARDS’.
12.04.1991 Repair ‘SIDE BOARDS’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘FLOOR BOARDS’.
29.05.1991 Repair ‘SIDE BOARDS’.
29.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘DOOR COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
01.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.08.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.08.1991 Repair ‘BRAKE LEVER’.
01.08.1991 Repair ‘BRAKE PIN’.
01.08.1991 Repair ‘BRAKE PULL ROD’.
01.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.08.1991 Repair ‘VEHICLE COMPLETE’.
01.08.1991 Repair ‘WHEEL SET’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3234 Q’
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22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘SIDE BOARDS’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘SIDE BOARDS’.
25.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘FLOOR BOARDS’.
06.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1992 Repair ‘SIDE BOARDS’.
02.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘SIDE BOARDS’.
15.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
13.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
13.08.1993 Repair ‘BOGIE SPRING’.
13.08.1993 Repair ‘SIDE BOARDS’.
13.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘END BRAKE COCK’.
24.11.1993 Repair ‘HOSE FITTINGS’.
24.11.1993 Repair ‘TRAIN PIPE (END)’.
24.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
21.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3234 Q’
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28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3234 Q’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.

RSHY 3235

Details: wagon ‘RSHY 3235 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 04.12.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 15.09.1994
Last Triple Valve: 04.08.1993
Last Brake Cylinder: 03.10.1991
Last Single Car Test: 29.07.1991
Last Lift: 05.12.1986

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE COMPLETE’.
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12.07.1989 Repair ‘TRAIN PIPE (END)’.
12.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘BRAKE LEVER’.
23.10.1989 Repair ‘BRAKE PULL ROD’.
23.10.1989 Repair ‘FLOOR BOARDS’.
23.10.1989 Repair ‘FLOOR BOARDS’.
23.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1989 Repair ‘SIDE BEARER’.
23.10.1989 Repair ‘VEHICLE COMPLETE’.
23.10.1989 Repair ‘VEHICLE RECLASSIFY’.
23.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3235 C’
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE STENCILS’.
30.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3235 C’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘SIDE SHEET’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Repair ‘VEHICLE COMPLETE’.
03.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3235 C’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘DOOR COMPLETE’.
13.09.1990 Repair ‘DOOR COMPLETE’.
13.09.1990 Repair ‘END BOARDS’.
13.09.1990 Repair ‘END BOARDS’.
13.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘END BOARDS’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3235 C’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘SIDE BOARDS’.
09.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
21.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1990 Repair ‘DOOR COMPLETE’.
21.12.1990 Repair ‘END BOARDS’.
21.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
30.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1991 Repair ‘DOOR COMPLETE’.
30.04.1991 Repair ‘FLOOR BOARDS’.
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30.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 3235 C’

25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘END BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Repair ‘SIDE BOARDS’.
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
25.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
01.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1991 Repair ‘VEHICLE COMPLETE’.
01.08.1991 Repair ‘WHEEL SET’.
01.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3235 C’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘END BOARDS’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Repair ‘VEHICLE COMPLETE’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3235 C’
04.10.1991 Alteration complete ‘FIT SECOND INNER SPRINGS WITH SPACER

BLOCKS, DWG A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO.
‘AHCY’ DOUBLE DECK CATTLE WAGONS. NOTE] PORT AUGUSTA
WORKSHOPS ALREADY HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER
BLOCKS OF 336 NO. REQUIRED. - CONTACT PRODUCTION OFFICE , PORT
AUGUSTA. ACHY 1738-1749, 3230-3238. (RS4643)’.

21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1992 Repair ‘FLOOR BOARDS’.
21.02.1992 Repair ‘LADDER’.
21.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘DOOR COMPLETE’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘FLOOR BOARDS’.
22.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘SIDE BOARDS’.
07.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
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10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘SIDE BOARDS’.
10.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
09.10.1992 Repair ‘SIDE BOARDS’.
09.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘END BRAKE COCK’.
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
09.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1992 Repair ‘SIDE BOARDS’.
09.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE SPRING’.
14.07.1993 Repair ‘BRAKE PULL ROD’.
14.07.1993 Repair ‘WHEEL SET’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BRAKE BLOCK RB95’.
04.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘DOOR COMPLETE’.
18.08.1993 Repair ‘HOSE FITTINGS’.
18.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘FLOOR BOARDS’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘END BRAKE COCK’.
24.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
03.02.1994 Repair ‘DOOR COMPLETE’.
03.02.1994 Repair ‘FLOOR BOARDS’.
03.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
07.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1994 Repair ‘SIDE BOARDS’.
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07.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ACHY 3235 C’

18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3235 C’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RSHY 3236

Details: wagon ‘RSHY 3236 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 11.12.1981
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 19.02.1996
Last Triple Valve: 28.10.1991
Last Brake Cylinder: 28.10.1991
Last Single Car Test: 03.11.1993
Last Lift: 11.12.1981
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02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE ADAPTER’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRAKE LEVER’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘COUPLER COMPLETE’.
18.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1989 Repair ‘FLOOR BOARDS’.
18.10.1989 Repair ‘FLOOR BOARDS’.
18.10.1989 Repair ‘SIDE BEARER’.
18.10.1989 Repair ‘TOP CENTRE PLATE’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
18.10.1989 Repair ‘YOKE COMPLETE’.
18.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3236 L’
24.10.1989 Repair ‘BOGIE COMPLETE’.
24.10.1989 Repair ‘VEHICLE COMPLETE’.
24.10.1989 Repair ‘VEHICLE STENCILS’.
24.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3236 L’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘DOOR SLIDE RAIL’.
14.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
30.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1990 Repair ‘FLOOR BOARDS’.
30.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

25.10.1991 Repair ‘BODY COMPLETE’.
25.10.1991 Repair ‘END COMPLETE’.
25.10.1991 Repair ‘FLOOR SHEETING’.
25.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ACHY 3236 L’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘FLOOR BOARDS’.
06.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
08.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1991 Repair ‘BRAKE PULL ROD’.
08.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
12.01.1993 Repair ‘END BOARDS’.
12.01.1993 Repair ‘SIDE BOARDS’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
31.03.1993 Repair ‘SIDE COMPLETE’.
31.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BEARERS’.
01.07.1993 Repair ‘SIDE BEARER’.
01.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘BRAKE BLOCK RB95’.
03.11.1993 Repair ‘DOOR COMPLETE’.
03.11.1993 Repair ‘END BOARDS’.
03.11.1993 Repair ‘END BRAKE COCK’.
03.11.1993 Repair ‘END HOSE’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘DOOR COMPLETE’.
24.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
15.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3236 L’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ACHY 3236 L’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Repair ‘VEHICLE COMPLETE’.
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RSHY 3237

Details: wagon ‘RSHY 3237 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.6tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 17.01.1982
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHF
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 24.06.1995
Last Brake Cylinder: 20.09.1990
Last Single Car Test: 18.05.1989
Last Lift: 17.01.1982

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

03.06.1988 Alteration complete ‘CONVERT 1 ‘ACCY’ CATTLE VAN TO DOUBLE DECK
CATTLE VAN AND RECLASSIFY TO ‘ACHF’. (RS4292)’. Length Over Headstocks:
‘21.9m’. Tare Weight: ‘36tonne’. Current Gauge: ‘Standard’. Gauge Restrictions:
‘S/B’. Bogie Configuration: ‘2X2’. New class: ‘ACHF’. Intended use: ‘CATTLE’.
Capacity: ‘70B.’

14.04.1989 Alteration complete ‘RECLASSIFY ‘ACHF’ DOUBLE DECK CATTLE VAN
TO ‘ACHY‘AND STENCIL FOR 110 KM/H ON WAGON. ACHF 3237. (RS4408)’.
New class: ‘ACHY’.

07.07.1989 Repair ‘OTHER (NOT ELSEWHERE SPECIFIED)’.
07.07.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3237 U’
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08.08.1989 Repair ‘DOOR LOCK MECHANISM’.
08.08.1989 Repair ‘FLOOR SHEETING’.
08.08.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3237 U’
10.08.1989 Repair ‘BOGIE SPRING’.
10.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3237 U’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Repair ‘STEP’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3237 U’
22.02.1990 Alteration ‘MODIFY DOUBLE DECK CATTLE WAGHON ACHY3237N TO

DRAWING A0/1-CM-47 REV B ACHY 3237N (RS4478)’.
23.08.1990 Repair ‘STEP’.
23.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3237 U’
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
20.09.1990 Repair ‘EMPTY LOAD VALVE’.
20.09.1990 Repair ‘GRADE CONTROL VALVE’.
20.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.09.1990 Repair ‘VEHICLE COMPLETE’.
20.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘ACHY 3237 U’
09.11.1990 Repair ‘VEHICLE COMPLETE’.
09.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3237 U’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE BEARERS’.
22.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.11.1990 Repair ‘SIDE BEARER’.
22.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
22.02.1991 Repair ‘BODY COMPLETE’.
22.02.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3237 U’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘FLOOR BOARDS’.
11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘DOOR FRAME’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.09.1991 Repair ‘SIDE BOARDS’.
27.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
04.10.1991 Alteration complete ‘FIT SECOND INNER SPRINGS WITH SPACER

BLOCKS, DWG A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO.
‘AHCY’ DOUBLE DECK CATTLE WAGONS. NOTE] PORT AUGUSTA
WORKSHOPS ALREADY HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER
BLOCKS OF 336 NO. REQUIRED. - CONTACT PRODUCTION OFFICE , PORT
AUGUSTA. ACHY 1738-1749, 3230-3238. (RS4643)’.

24.10.1991 Repair ‘DOOR COMPLETE’.
24.10.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3237 U’
25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘DOOR COMPLETE’.
25.10.1991 Repair ‘FLOOR BOARDS’.
25.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘DOOR COMPLETE’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘FLOOR BOARDS’.
21.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BOGIE SPRING’.
16.07.1993 Repair ‘HOSE FITTINGS’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘TRAIN PIPE (END)’.
28.09.1993 Repair ‘TRAIN PIPE (END)’.
28.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
19.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3237 U’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
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24.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RSHY 3238

Details: wagon ‘RSHY 3238 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.9m
Tare Weight: 31.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $56370
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 238
Date Built: 07.01.1982
Operating System: AN
Intended Use: CATTLE
Remarks: EX ACHY
BSG Code: FSCX

Capacity of 72 cattle

Corporate ID flag: Y
Fleet Grp Code: AG UF UZ CM CN CL CD
Return to Service Date: 09.12.1995
Last Single Car Test: 29.09.1989
Last Lift: 07.01.1982

02.09.1985 Alteration complete ‘REPLACE EXCHANGE BOGIES UNDER ‘ACCX’
CATTLE VANS WITH 1435MM GAUGE CAPTIVE BOGIES, (30) OR (40) TONNE
CAPACITY, RECLASSIFY WAGONS TO ACCY ACCX 3230-3238 (RS4061)’.

14.01.1988 Alteration complete ‘RECLASSIFY ACCY TO ACCF - REFER RS4231
(RS3004)’. New class: ‘ACCF’.

14.04.1989 Alteration complete ‘CONVERT (20) ‘ACCY/F’ CATTLE VANS TO ‘ACHY’
DOUBLE DECK CATTLE VANS. ACCF/Y. (RS4407)’. New class: ‘ACHY’.

12.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3238 G’
24.08.1989 Repair ‘BRAKE BLOCK RB95’.
24.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3238 G’
29.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1989 Repair ‘BOGIE COMPLETE’.
29.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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29.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.09.1989 Repair ‘SIDE BEARER’.
29.09.1989 Repair ‘TRAIN PIPE’.
29.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3238 G’
12.10.1989 Repair ‘BOGIE COMPLETE’.
12.10.1989 Repair ‘VEHICLE COMPLETE’.
12.10.1989 Repair ‘VEHICLE STENCILS’.
12.10.1989 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ACHY 3238 G’
18.10.1989 Repair ‘BOGIE ADAPTER’.
18.10.1989 Repair ‘BOGIE SPRING’.
18.10.1989 Repair ‘BRAKE LEVER’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘COUPLER COMPLETE’.
18.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.10.1989 Repair ‘TOP CENTRE PLATE’.
18.10.1989 Repair ‘VEHICLE RECLASSIFY’.
18.10.1989 Repair ‘YOKE COMPLETE’.
18.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3238 G’
19.02.1990 Repair ‘HANDRAILS’.
19.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3238 G’
28.02.1990 Repair ‘HANDRAILS’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘ACHY 3238 G’
06.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
14.11.1990 Repair ‘SIDE BOARDS’.
14.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ACHY 3238 G’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘END BOARDS’.
03.04.1991 Repair ‘END HOSE’.
03.04.1991 Repair ‘FLOOR BOARDS’.
03.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘FLOOR BOARDS’.
02.05.1991 Repair ‘SIDE BOARDS’.
02.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘DOOR COMPLETE’.
08.05.1991 Repair ‘DOOR SLIDE RAIL’.
08.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ACHY 3238 G’
31.07.1991 Repair ‘SIDE BOARDS’.
31.07.1991 Repair ‘SIDE BOARDS’.
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘DOOR COMPLETE’.
25.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
04.10.1991 Alteration ‘FIT SECOND INNER SPRINGS WITH SPACER BLOCKS, DWG

A3/W3-12 ITEMS 4 & 5, (4 OFF/SPRING NEST), TO 21 NO. ‘AHCY’ DOUBLE
DECK CATTLE WAGONS. NOTE] PORT AUGUSTA WORKSHOPS ALREADY
HAVE STOCK OF 240 NO. INNER SPRUNGS & SPACER BLOCKS OF 336 NO.
REQUIRED. - CONTACT PRODUCTION OFFICE , PORT AUGUSTA. ACHY
1738-1749, 3230-3238. (RS4643)’.

06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘FLOOR BOARDS’.
06.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Repair ‘FLOOR BOARDS’.
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘SIDE BOARDS’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
03.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘FLOOR BOARDS’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘END BRAKE COCK’.
07.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
28.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
06.04.1994 Alteration complete ‘RECLASSIFY ‘ACHY’ CATTLE VANS TO ‘RSHY‘.

(NRC004)’. New class: ‘RSHY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
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25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ACHY 3238 G’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.12.1995 Repair ‘VEHICLE COMPLETE’.

2.732 Wagon classification starting with ‘RTC’

RTCY 4897

Details: wagon ‘RTCY 4897 Y’ in AN ‘Mainland Division’.

Owner: CALTEX
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-23
Date Built: 11.07.1947
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX TCA,PROPERTY OF CALTEX, EX ATCL 4897
BSG Code: FXTP

Capacity of 45574 litres

Fleet Grp Code: AG WI CN
Return to Service Date: 02.09.1996
Due Triple Valve: 01.09.1988
Last Brake Cylinder: 04.05.1989
Last Lift: 15.08.1986

16.01.1996 Repair ‘VEHICLE RECLASSIFY’.
16.01.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATCL 4897 Y’
30.03.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

RTCY 8494

Details: wagon ‘RTCY 8494 G’ in AN ‘Mainland Division’.
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Owner: CALTEX
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 24.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB T-26
Date Built: 01.01.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATCL;PROPERTY OF CALTEX
BSG Code: FXTP

Capacity of 45730 litres

Fleet Grp Code: WI AG CN
Return to Service Date: 02.11.1996
Due Triple Valve: 01.10.1988
Last Single Car Test: 22.02.1988
Last Lift: 25.07.1985

21.02.1986 Alteration complete ‘RECLASSIFY CALTEX TANK CARS CLASS ‘TCA’ TO
‘ATCY’ NUMBERS 4869-Y, 4870-K, 8489-D, 8494-M, 8496-H. (RS4096)’.

14.09.1987 Alteration complete ‘FIT JACKING PADS. PLACE ON ABXC BOGIES.
RECLASSIFY TO ATCL 8494G. ATCY 8494M. (RS4224)’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

15.08.1989 Repair ‘TANK WAG. SKIRTING’.
15.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATCL 8494 G’
09.10.1989 Repair ‘BRAKE BLOCK RB95’.
09.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATCL 8494 G’
18.03.1994 Alteration complete ‘RECLASS VARIOUS WAGONS TO NRC

CLASSIFICATION (NRC)’. New class: ‘RTMY’.
13.01.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1996 Repair ‘VEHICLE RECLASSIFY’.
13.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATCL 8494 G’
20.02.1996 Repair ‘VEHICLE COMPLETE’.
30.03.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
11.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
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2.733 Wagon classification starting with ‘RTD’

RTDY 1

Details: wagon ‘RTDY 1 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7830
Run Restriction: High Speed - Not to Run in NSW High Speed - Trailing Load

Restricted
Diagram Book Page No.: CB T-52
Date Built: 09.01.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY
BSG Code: DSTP

Capacity of 39500 litres

Corporate ID flag: Y
Fleet Grp Code: UZ UA AH CM CN CT
Return to Service Date: 05.07.1996
Due Triple Valve: 12.08.1993
Last Triple Valve: 18.02.1993
Last Brake Cylinder: 27.01.1994
Last Single Car Test: 19.10.1993
Last Lift: 17.08.1984

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

10.05.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 2 NO. ‘ATDF’ TANK WAGONS IN ACCORDANCE
WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATDY‘. ATDF (RS4417)’.
New class: ‘ATDY’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘BRAKE PULL ROD’.
13.02.1990 Repair ‘COUPLER COMPLETE’.
13.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.02.1990 Repair ‘LADDER’.
13.02.1990 Repair ‘SIDE BEARER’.

20282



2.733. Wagon classification starting with ‘RTD’

13.02.1990 Repair ‘STEP’.
13.02.1990 Repair ‘TOP CENTRE PLATE’.
13.02.1990 Repair ‘VEHICLE RECLASSIFY’.
13.02.1990 Repair ‘YOKE COMPLETE’.
13.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 1 B’
01.10.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
01.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1990 Repair ‘VEHICLE STENCILS’.
03.10.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1 B’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘BRAKE PULL ROD’.
15.03.1991 Repair ‘TRAIN PIPE’.
15.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
18.04.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
20.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.10.1991 Repair ‘VEHICLE STENCILS’.
15.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1 B’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
21.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1992 Repair ‘BRAKE PULL ROD’.
21.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1992 Repair ‘VEHICLE STENCILS’.
07.08.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1 B’
30.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.09.1992 Repair ‘BRAKE PULL ROD’.
30.09.1992 Repair ‘TRAIN PIPE (END)’.
30.09.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 1 B’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘CENTRE SILL’.
16.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 1 B’
18.02.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
18.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1 B’
14.03.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
14.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1 B’
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26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BRAKE PULL ROD’.
26.03.1993 Repair ‘HOSE FITTINGS’.
26.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
19.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1993 Repair ‘BRAKE BLOCK RB95’.
19.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.
19.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE PULL ROD’.
27.01.1994 Repair ‘HAND RELEASE (AIR)’.
27.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
20.02.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1 B’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1 B’
25.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATDY’ TANK WAGONS TO ‘RTDY‘.

(NRC029)’. New class: ‘RTDY’.
25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 1 B’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.

RTDY 7

Details: wagon ‘RTDY 7 D’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2980
Run Restriction: High Speed - Not to Run in NSW High Speed - Trailing Load

Restricted
Diagram Book Page No.: CB T-54
Date Built: 01.01.1924
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY
BSG Code: DSTP

Capacity of 39700 litres

Corporate ID flag: Y
Fleet Grp Code: UA UZ AH CM CN CT
Return to Service Date: 12.07.1996
Due Triple Valve: 26.04.1991
Last Triple Valve: 20.07.1992
Last Brake Cylinder: 12.10.1993
Last Single Car Test: 12.10.1993
Last Lift: 15.08.1984

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

10.05.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 2 NO. ‘ATDF’ TANK WAGONS IN ACCORDANCE
WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATDY‘. ATDF (RS4417)’.
New class: ‘ATDY’.

13.07.1989 Repair ‘VEHICLE COMPLETE’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 7 J’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE BEARERS’.
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘SIDE BEARER’.
02.03.1990 Repair ‘TRAIN PIPE (END)’.
02.03.1990 Repair ‘VEHICLE RECLASSIFY’.
02.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 7 J’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
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26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
03.08.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
03.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATDY 7 J’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.08.1990 Repair ‘VEHICLE STENCILS’.
06.08.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 7 J’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE BLOCK RB95’.
03.09.1990 Repair ‘TRAIN PIPE (END)’.
03.09.1990 Repair ‘TRAIN PIPE’.
03.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1990 Repair ‘TRAIN PIPE (END)’.
18.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 7 J’
25.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 7 J’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘WHEEL SET’.
24.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
14.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 7 J’
15.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1993 Repair ‘WHEEL SET’.
15.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
22.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1993 Repair ‘BRAKE PULL ROD’.
22.04.1993 Repair ‘HOSE FITTINGS’.
22.04.1993 Repair ‘TANK WAG. SAFETY VALVE’.
22.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BRAKE BLOCK RB95’.
08.10.1993 Repair ‘BRAKE PULL ROD’.
08.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1993 Repair ‘TOP CENTRE PLATE’.
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08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 7 J’
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 7 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATDY’ TANK WAGONS TO ‘RTDY‘.

(NRC029)’. New class: ‘RTDY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATDY 7 J’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE RECLASSIFY’.
12.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 7 J’
12.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATDY 7 J’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.

RTDY 1217

Details: wagon ‘RTDY 1217 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23.3tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 244
Date Built: 16.12.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY
BSG Code: DSTP

Capacity of 44100 litres

Corporate ID flag: Y
Fleet Grp Code: UA UZ AH CM CN CT
Return to Service Date: 19.07.1996
Due Triple Valve: 25.10.1994
Last Brake Cylinder: 25.10.1993
Last Single Car Test: 25.10.1993
Last Lift: 01.12.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘BRAKE BLOCK RB95’.
10.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
10.10.1989 Repair ‘VEHICLE STENCILS’.
10.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1217 Y’
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1217 Y’
23.03.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 6 NO. TANK CARS

IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY TO ‘ATDY‘. FIT API
OPENABLE ADAPTORS TO DISCHARGE PIPES. ATDF 1217 - 1225. (RS4486)’.
New class: ‘ATDY’.

16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘COUPLER COMPLETE’.
16.05.1990 Repair ‘HANDRAILS’.
16.05.1990 Repair ‘SIDE BEARER’.
16.05.1990 Repair ‘SIDE STEP’.
16.05.1990 Repair ‘TOP CENTRE PLATE’.
16.05.1990 Repair ‘TRAIN PIPE (END)’.
16.05.1990 Repair ‘VEHICLE RECLASSIFY’.
16.05.1990 Repair ‘YOKE CARRIER’.
16.05.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1217 Y’
18.05.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
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18.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATDY 1217 Y’

04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘LADDER’.
21.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
29.06.1990 Repair ‘FLOOR BOARDS’.
29.06.1990 Repair ‘LADDER’.
29.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1217 Y’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘BRANCH PIPE’.
12.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
12.10.1990 Repair ‘BRAKE BLOCK RB95’.
12.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
15.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘TANK WAG. SAFETY VALVE’.
29.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
02.11.1990 Repair ‘BRAKE BLOCK RB95’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘TANK WAG. SAFETY VALVE’.
17.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
05.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
05.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
28.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
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29.05.1991 Repair ‘BOGIE COMPLETE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘VEHICLE STENCILS’.
29.05.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATDY 1217 Y’
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1991 Repair ‘LADDER’.
28.06.1991 Repair ‘LADDER’.
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
28.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
30.07.1991 Repair ‘DOOR OPENING MECHANISM’.
30.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1217 Y’
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.08.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.08.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
02.08.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
02.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
17.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘BRAKE BLOCK RB95’.
02.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.03.1992 Repair ‘TRAIN PIPE (END)’.
02.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BRAKE PULL ROD’.
03.03.1992 Repair ‘STEP’.
03.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘TANK WAG. SAFETY VALVE’.
28.04.1992 Repair ‘TOP CENTRE PLATE’.
28.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

20290



2.733. Wagon classification starting with ‘RTD’

23.06.1992 Repair ‘BRANCH PIPE’.
23.06.1992 Repair ‘HANDRAILS END’.
23.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
03.08.1992 Repair ‘STEP’.
03.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
31.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1992 Repair ‘BOGIE COMPLETE’.
31.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
06.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1217 Y’
21.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
21.10.1992 Repair ‘TOP CENTRE PLATE’.
21.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
27.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1992 Repair ‘BRAKE BLOCK RB95’.
27.11.1992 Repair ‘CENTRE SILL’.
27.11.1992 Repair ‘WHEEL SET’.
27.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘HANDRAILS’.
11.03.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.03.1993 Repair ‘TANK WAG. SAFETY VALVE’.
11.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE PULL ROD’.
28.04.1993 Repair ‘HOSE FITTINGS’.
28.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘END BRAKE COCK’.
05.07.1993 Repair ‘TRAIN PIPE’.
05.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘HANDRAILS’.
27.07.1993 Repair ‘TOP CENTRE PLATE’.
27.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

20291



2. TIMS GROUP INFORMATION - WAGONS

23.08.1993 Repair ‘TRAIN PIPE’.
23.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.10.1993 Repair ‘TANK WAG. STRAPS’.
14.10.1993 Repair ‘VEHICLE STENCILS’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1217 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATDY’ TANK WAGONS TO ‘RTDY‘.

(NRC029)’. New class: ‘RTDY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1217 Y’
26.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1994 Repair ‘VEHICLE COMPLETE’.
27.05.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
18.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RTDY 1218

Details: wagon ‘RTDY 1218 R’ in AN ‘Mainland Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 244
Date Built: 07.07.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY
BSG Code: DSTP

Capacity of 44100 litres

Corporate ID flag: Y
Fleet Grp Code: UA UZ AH CM CN CT
Return to Service Date: 03.01.1997
Due Triple Valve: 06.09.1990
Last Brake Cylinder: 06.11.1992
Last Single Car Test: 21.12.1993
Last Lift: 25.10.1979

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

04.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1989 Repair ‘BOGIE COMPLETE’.
04.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.09.1989 Repair ‘COUPLER TRIGGER LEVER’.
04.09.1989 Repair ‘VEHICLE STENCILS’.
04.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1218 A’
18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.09.1989 Repair ‘BRAKE PULL ROD’.
18.09.1989 Repair ‘END BRAKE COCK’.
18.09.1989 Repair ‘VEHICLE STENCILS’.
18.09.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1218 A’
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
23.03.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 6 NO. TANK CARS

IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY TO ‘ATDY‘. FIT API
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OPENABLE ADAPTORS TO DISCHARGE PIPES. ATDF 1217 - 1225. (RS4486)’.
New class: ‘ATDY’.

06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BEARERS’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘SIDE BEARER’.
06.07.1990 Repair ‘SIDE STEP’.
06.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
06.07.1990 Repair ‘TANK WAG. TANK COMPLETE’.
06.07.1990 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.07.1990 Repair ‘VEHICLE RECLASSIFY’.
06.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATDY 1218 A’
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
20.08.1990 Repair ‘TANK WAG. SKIRTING’.
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘COUPLER COMPLETE’.
01.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1990 Repair ‘LADDER’.
01.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
05.01.1991 Repair ‘HANDBRAKE HANDLE’.
05.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1218 A’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘END BRAKE COCK’.
18.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘TRAIN PIPE’.
05.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
12.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1218 A’
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
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17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATDY 1218 A’

24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATDY 1218 A’

03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘TRAIN PIPE (END)’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1992 Repair ‘BOGIE COMPLETE’.
11.03.1992 Repair ‘COUPLER COMPLETE’.
11.03.1992 Repair ‘COUPLER KNUCKLE PIN’.
11.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.03.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
11.03.1992 Repair ‘TANK WAG. SKIRTING’.
11.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
21.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1218 A’
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1992 Repair ‘BRAKE PULL ROD’.
05.11.1992 Repair ‘EMPTY LOAD VALVE’.
05.11.1992 Repair ‘END HOSE’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.11.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
05.11.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
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05.11.1992 Repair ‘TANK WAG. SAFETY VALVE’.
05.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
07.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
07.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE BEARERS’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘COUPLER TRIGGER LEVER’.
27.08.1993 Repair ‘END BRAKE COCK’.
27.08.1993 Repair ‘HOSE FITTINGS’.
27.08.1993 Repair ‘TRAIN PIPE’.
27.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
05.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1218 A’
03.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1218 A’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BEARERS’.
15.11.1993 Repair ‘BRAKE BLOCK RB95’.
15.11.1993 Repair ‘SIDE BEARER’.
15.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
12.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1218 A’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1993 Repair ‘BOGIE COMPLETE’.
20.12.1993 Repair ‘BRAKE LEVER’.
20.12.1993 Repair ‘BRAKE PULL ROD’.
20.12.1993 Repair ‘VEHICLE COMPLETE’.
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
20.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1218 A’
15.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATDY’ TANK WAGONS TO ‘RTDY‘.
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(NRC029)’. New class: ‘RTDY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1218 A’
31.05.1994 Repair ‘VEHICLE COMPLETE’.
06.06.1994 Repair ‘VEHICLE COMPLETE’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
07.08.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.

RTDY 1220

Details: wagon ‘RTDY 1220 W’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 244
Date Built: 16.12.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATFY
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BSG Code: FSTP

Capacity of 44100 litres

Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 06.07.1996
Due Triple Valve: 30.03.1995
Last Brake Cylinder: 29.11.1988
Last Single Car Test: 30.03.1994
Last Lift: 27.08.1981

31.03.1995 Repair ‘VEHICLE RECLASSIFY’.
31.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘ATFY 1220 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
03.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
05.05.1996 Repair ‘VEHICLE COMPLETE’.
11.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RTDY 1223

Details: wagon ‘RTDY 1223 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 244
Date Built: 16.12.1953
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Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY
BSG Code: DSTP

Capacity of 44100 litres

Corporate ID flag: Y
Fleet Grp Code: UA UZ CM CN AH CT
Return to Service Date: 07.07.1996
Due Triple Valve: 05.10.1990
Last Triple Valve: 20.07.1992
Last Brake Cylinder: 12.06.1992
Last Single Car Test: 24.06.1991
Last Lift: 24.08.1981

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.10.1989 Repair ‘VEHICLE STENCILS’.
03.10.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1223 J’
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1223 J’
23.03.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 6 NO. TANK CARS

IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY TO ‘ATDY‘. FIT API
OPENABLE ADAPTORS TO DISCHARGE PIPES. ATDF 1217 - 1225. (RS4486)’.
New class: ‘ATDY’.

10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.07.1990 Repair ‘BOGIE COMPLETE’.
10.07.1990 Repair ‘BRAKE PULL ROD’.
10.07.1990 Repair ‘COUPLER COMPLETE’.
10.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.07.1990 Repair ‘HANDRAILS’.
10.07.1990 Repair ‘SIDE BEARER’.
10.07.1990 Repair ‘SIDE STEP’.
10.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.07.1990 Repair ‘TANK WAG. HYDROSTATIC TEST’.
10.07.1990 Repair ‘TANK WAG. TANK COMPLETE’.
10.07.1990 Repair ‘VEHICLE RECLASSIFY’.
10.07.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.07.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATDY 1223 J’
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10.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATDY 1223 J’

13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘SIDE STEP’.
13.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘TRAIN PIPE (END)’.
08.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Repair ‘BRAKE PULL ROD’.
13.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
10.10.1990 Repair ‘BRAKE LEVER’.
10.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1223 J’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.10.1990 Repair ‘TRAIN PIPE’.
12.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
19.10.1990 Repair ‘STEP’.
19.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1223 J’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BRANCH PIPE’.
14.11.1990 Repair ‘EMPTY LOAD VALVE’.
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
20.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1990 Repair ‘BOGIE COMPLETE’.
20.12.1990 Repair ‘BRAKE PULL ROD’.
20.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1223 J’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1223 J’
18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘WEAR PLATES & SADDLES’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
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18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.06.1991 Repair ‘TRAIN PIPE’.
18.06.1991 Repair ‘TRAIN PIPE’.
18.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
18.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
09.07.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.07.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘BRAKE BLOCK RB95’.
02.09.1991 Repair ‘END BRAKE COCK’.
02.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRAKE BLOCK RB95’.
10.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
21.10.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATDY 1223 J’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.10.1991 Repair ‘TRAIN PIPE’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘BRAKE PULL ROD’.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
26.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATDY 1223 J’

27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE BLOCK RB95’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BOGIE COMPLETE’.
06.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1223 J’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BRAKE BLOCK RB95’.
31.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
22.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1223 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATDY’ TANK WAGONS TO ‘RTDY‘.

(NRC029)’. New class: ‘RTDY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1223 J’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
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20.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
12.12.1995 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.

RTDY 1225

Details: wagon ‘RTDY 1225 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12490
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 244
Date Built: 21.07.1953
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATDY
BSG Code: DSTP

Capacity of 44100 litres

Fleet Grp Code: UA UZ AH CM CN CT
Return to Service Date: 23.07.1996
Due Triple Valve: 10.07.1990
Last Brake Cylinder: 25.08.1988
Last Single Car Test: 06.06.1990
Last Lift: 09.05.1986

12.10.1988 Alteration complete ‘RECLASSIFY ‘TDF’,‘TCO’, ‘STDC’, ‘STOC’, ‘TOC’ TO
‘ATDF’ - REFER RS4237 (RS3084)’. New class: ‘ATDF’.
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17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
07.07.1989 Repair ‘BRAKE PULL ROD’.
07.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.07.1989 Repair ‘VEHICLE STENCILS’.
07.07.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATDY 1225 E’
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1225 E’
23.03.1990 Alteration complete ‘FIT RESILIENT SIDE BEARERS TO 6 NO. TANK CARS

IN ACCORDANCE WITH M.E. STANDARD R31. RECLASSIFY TO ‘ATDY‘. FIT API
OPENABLE ADAPTORS TO DISCHARGE PIPES. ATDF 1217 - 1225. (RS4486)’.
New class: ‘ATDY’.

05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘BOGIE BEARERS’.
05.06.1990 Repair ‘BOGIE COMPLETE’.
05.06.1990 Repair ‘COUPLER COMPLETE’.
05.06.1990 Repair ‘HANDBRAKE HANDLE’.
05.06.1990 Repair ‘HANDRAILS’.
05.06.1990 Repair ‘SIDE BEARER’.
05.06.1990 Repair ‘SIDE STEP’.
05.06.1990 Repair ‘TOP CENTRE PLATE’.
05.06.1990 Repair ‘VEHICLE RECLASSIFY’.
05.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1225 E’
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BRANCH PIPE’.
07.06.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
19.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
19.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1225 E’
26.09.1990 Repair ‘STEP’.
26.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1225 E’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATDY 1225 E’
01.03.1991 Repair ‘STEP’.
01.03.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘ATDY 1225 E’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘CENTRE SILL’.
11.03.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BRAKE PULL ROD’.
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14.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.03.1991 Repair ‘STEP’.
14.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
14.06.1991 Repair ‘STEP’.
14.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATDY 1225 E’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘TOP CENTRE PLATE’.
23.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
29.11.1991 Repair ‘STEP’.
29.11.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATDY 1225 E’
28.02.1992 Repair ‘STEP’.
28.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1225 E’
04.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
27.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1992 Repair ‘TOP CENTRE PLATE’.
27.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘END BRAKE COCK’.
08.12.1992 Repair ‘HOSE FITTINGS’.
08.12.1992 Repair ‘WHEEL SET’.
08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1992 Repair ‘TOP CENTRE PLATE’.
18.12.1992 Repair ‘TOP CENTRE PLATE’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
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05.09.1993 Repair ‘HANDBRAKE HANDLE’.
05.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1225 E’
28.01.1994 Repair ‘STEP’.
28.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1225 E’
18.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATDY’ TANK WAGONS TO ‘RTDY‘.

(NRC029)’. New class: ‘RTDY’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATDY 1225 E’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATDY 1225 E’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
16.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.

2.734 Wagon classification starting with ‘RTH’

RTHY 652

Details: wagon ‘RTHY 652 G’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: AN
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 652 G
BSG Code: VXTZ

Capacity of 76 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG CN
Return to Service Date: 13.09.1996

09.07.1996 Repair ‘VEHICLE RECLASSIFY’.
09.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 652 G’
05.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RTHY 653

Details: wagon ‘RTHY 653 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 653 P
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN

22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 653 P’
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RTHY 654

Details: wagon ‘RTHY 654 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 654B
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN

04.11.1996 Repair ‘VEHICLE RECLASSIFY’.
04.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 654 B’

RTHY 655

Details: wagon ‘RTHY 655 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 655K
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres
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Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 01.10.1996

27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 655 K’
01.10.1996 Repair ‘VEHICLE COMPLETE’.

RTHY 656

Details: wagon ‘RTHY 656 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 656 T
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN
Return to Service Date: 13.09.1996

21.08.1996 Repair ‘VEHICLE RECLASSIFY’.
21.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 656 T’
23.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RTHY 657

Details: wagon ‘RTHY 657 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 657 F
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN

22.10.1996 Repair ‘VEHICLE RECLASSIFY’.
22.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 657 F’

RTHY 658

Details: wagon ‘RTHY 658 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: AN
Intended Use: HAZARDOUS MATERI
BSG Code: VXTZ

Capacity of 56000 litres

Capacity of 76 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG CN
Return to Service Date: 08.02.1997

07.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE RECLASSIFY’.
07.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 658 Y’
06.09.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.
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RTHY 659

Details: wagon ‘RTHY 659 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 659 A
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN
Return to Service Date: 13.09.1996

21.08.1996 Repair ‘VEHICLE RECLASSIFY’.
21.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 659 A’
23.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RTHY 660

Details: wagon ‘RTHY 660 T’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 660 T
BSG Code: VXTZ
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Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN

04.11.1996 Repair ‘VEHICLE RECLASSIFY’.
04.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 660 T’

RTHY 661

Details: wagon ‘RTHY 661 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 661 F
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 10.01.1997

27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 661 F’
02.10.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.

RTHY 662

Details: wagon ‘RTHY 662 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m

20312



2.734. Wagon classification starting with ‘RTH’

Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 662 Y
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN

29.10.1996 Repair ‘VEHICLE RECLASSIFY’.
29.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 662 Y’

RTHY 663

Details: wagon ‘RTHY 663 A’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 663 A
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 01.10.1996

27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 663 A’
01.10.1996 Repair ‘VEHICLE COMPLETE’.
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RTHY 664

Details: wagon ‘RTHY 664 J’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 664 J
BSG Code: VXTZ

Capacity of 50 tonnes

Capacity of 56000 litres

Corporate ID flag: Y
Fleet Grp Code: AG CN
Return to Service Date: 13.09.1996

05.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE RECLASSIFY’.
08.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 664 J’
11.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

RTHY 665

Details: wagon ‘RTHY 665 S’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: HAZARDOUS MATERI
Remarks: EX VTHX 665 S
BSG Code: VXTZ
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Capacity of 50 tonnes

Capacity of 56000 litres

29.10.1996 Repair ‘VEHICLE RECLASSIFY’.
29.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘VTHX 665 S’

2.735 Wagon classification starting with ‘RTK’

RTKY 2593

Details: wagon ‘RTKY 2593 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12460
Run Restriction: Not to Run in NSW
Diagram Book Page No.: NS 251
Date Built: 23.06.1975
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATKY
BSG Code: FSTP

Capacity of 59600 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 29.07.1996
Last Brake Cylinder: 24.12.1993
Last Single Car Test: 09.09.1993
Last Lift: 04.08.1982

26.06.1985 Alteration complete ‘FIT END HANDRAIL ABOVE STEP ON
NON-HANDBRAKE END. ATKY 2593-2597 (RS4052)’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 5 NO. ‘ATKF’ FUEL TANK WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATKY‘.
ATKF 2593 - 2597. (RS4401)’. New class: ‘ATKY’.

31.07.1989 Alteration ‘CONVERT 2 ‘ATKY’ TANKERS FOR ON TRAIN FUELLING OF
LOCOMOTIVES. ATKY 2 NO. TO BE SELECTED. (RS4430)’.
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01.10.1991 Repair ‘BOGIE BEARERS’.
01.10.1991 Repair ‘BOGIE COMPLETE’.
01.10.1991 Repair ‘BRAKE PULL ROD’.
01.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2593 V’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BRAKE LEVER’.
24.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.03.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
24.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
24.03.1992 Repair ‘TANK WAG.INTERNAL INSPECTION’.
24.03.1992 Repair ‘TRAIN PIPE (END)’.
24.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2593 V’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BEARERS’.
27.03.1992 Repair ‘LADDER’.
27.03.1992 Repair ‘SIDE BEARER’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
01.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
01.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATKY 2593 V’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘WHEEL SET’.
12.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
22.05.1993 Repair ‘HANDRAILS END’.
22.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2593 V’
26.05.1993 Repair ‘HANDRAILS END’.
26.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘HANDRAILS END’.
27.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATKY 2593 V’
09.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘BOGIE COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘BRAKE LEVER’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2593 V’
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATKY 2593 V’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘END BRAKE COCK’.
10.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
24.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2593 V’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATKY’ TANK WAGONS TO ‘RTKY‘.

(NRC030)’. New class: ‘RTKY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2593 V’
01.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2593 V’
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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20.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATKY 2593 V’

25.07.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
15.12.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.

RTKY 2594

Details: wagon ‘RTKY 2594 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12460
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 251
Date Built: 30.05.1975
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATKY
BSG Code: FSTP

Capacity of 59600 litres

Fleet Grp Code: UA UZ AG CM CN CT
Return to Service Date: 25.07.1996
Last Triple Valve: 19.05.1992
Last Brake Cylinder: 02.03.1992
Last Single Car Test: 06.06.1989
Last Lift: 15.01.1980

26.06.1985 Alteration complete ‘FIT END HANDRAIL ABOVE STEP ON
NON-HANDBRAKE END. ATKY 2593-2597 (RS4052)’.
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23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 5 NO. ‘ATKF’ FUEL TANK WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATKY‘.
ATKF 2593 - 2597. (RS4401)’. New class: ‘ATKY’.

31.07.1989 Alteration ‘CONVERT 2 ‘ATKY’ TANKERS FOR ON TRAIN FUELLING OF
LOCOMOTIVES. ATKY 2 NO. TO BE SELECTED. (RS4430)’.

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘HANDBRAKE HANDLE’.
13.02.1990 Repair ‘TRAIN PIPE’.
13.02.1990 Repair ‘WHEEL SET’.
13.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘HANDRAILS’.
25.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
28.03.1991 Repair ‘TANK WAG. SAFETY VALVE’.
28.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘VEHICLE COMPLETE’.
11.04.1991 Repair ‘VEHICLE STENCILS’.
11.04.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATKY 2594 H’
21.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2594 H’
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BRANCH PIPE’.
23.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
20.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Repair ‘TRAIN PIPE (END)’.
20.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
01.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2594 H’
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.03.1992 Repair ‘WHEEL SET’.
16.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATKY 2594 H’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘LADDER’.
30.04.1992 Repair ‘SIDE BEARER’.
30.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BEARERS’.
11.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
06.07.1992 Repair ‘WEAR PLATES & SADDLES’.
06.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BEARERS’.
23.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘WHEEL SET’.
14.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
28.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1992 Repair ‘BOGIE COMPLETE’.
28.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BRAKE PULL ROD’.
02.09.1992 Repair ‘EMPTY LOAD VALVE’.
02.09.1992 Repair ‘END BRAKE COCK’.
02.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
23.04.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
05.12.1993 Repair ‘BRAKE BLOCK RB95’.
05.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2594 H’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2594 H’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATKY 2594 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATKY’ TANK WAGONS TO ‘RTKY‘.

(NRC030)’. New class: ‘RTKY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATKY 2594 H’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RTKY 2595

Details: wagon ‘RTKY 2595 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12460
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 251
Date Built: 27.05.1975
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATKY
BSG Code: FSTP

Capacity of 59600 litres
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Corporate ID flag: Y
Fleet Grp Code: AG UA CM CN CT
Return to Service Date: 21.09.1996
Due Triple Valve: 27.01.1995
Last Single Car Test: 10.09.1993
Last Lift: 01.06.1982

26.06.1985 Alteration complete ‘FIT END HANDRAIL ABOVE STEP ON
NON-HANDBRAKE END. ATKY 2593-2597 (RS4052)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

15.01.1988 Alteration complete ‘RECLASSIFY ATKY TO ATKF - REFER RS4231
(RS3047)’. New class: ‘ATKF’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 5 NO. ‘ATKF’ FUEL TANK WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATKY‘.
ATKF 2593 - 2597. (RS4401)’. New class: ‘ATKY’.

31.07.1989 Alteration ‘CONVERT 2 ‘ATKY’ TANKERS FOR ON TRAIN FUELLING OF
LOCOMOTIVES. ATKY 2 NO. TO BE SELECTED. (RS4430)’.

21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘WHEEL SET’.
21.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
04.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1989 Repair ‘TANK WAG. SAFETY VALVE’.
04.12.1989 Repair ‘TOP CENTRE PLATE’.
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
04.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Repair ‘WHEEL SET’.
12.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.12.1989 Repair ‘TOP CENTRE PLATE’.
20.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
02.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATKY 2595 Q’
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
08.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATKY 2595 Q’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘BOGIE BEARERS’.
03.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1992 Repair ‘BOGIE COMPLETE’.
03.03.1992 Repair ‘BRAKE PULL ROD’.
03.03.1992 Repair ‘BRANCH PIPE’.
03.03.1992 Repair ‘COUPLER COMPLETE’.
03.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.03.1992 Repair ‘LADDER’.
03.03.1992 Repair ‘SIDE BEARER’.
03.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
03.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
03.03.1992 Repair ‘TOP CENTRE PLATE’.
03.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2595 Q’
16.03.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATKY 2595 Q’
06.04.1992 Repair ‘TANK WAG. TANK COMPLETE’.
06.04.1992 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATKY 2595 Q’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE PULL ROD’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.09.1993 Repair ‘BOGIE COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘BRAKE LEVER’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. SADDLES’.
06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2595 Q’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
09.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘HOSE FITTINGS’.
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15.11.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
23.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2595 Q’
27.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
04.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2595 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATKY’ TANK WAGONS TO ‘RTKY‘.

(NRC030)’. New class: ‘RTKY’.
09.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATKY 2595 Q’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATKY 2595 Q’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2595 Q’
10.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
21.09.1996 Repair ‘VEHICLE COMPLETE’.

RTKY 2596

Details: wagon ‘RTKY 2596 T’ in AN ‘Mainland Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12460
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 251
Date Built: 10.06.1975
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATKY
BSG Code: FSTP

Capacity of 59600 litres

Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 13.08.1996
Due Triple Valve: 07.02.1990
Last Single Car Test: 23.11.1992
Last Lift: 08.03.1983

26.06.1985 Alteration complete ‘FIT END HANDRAIL ABOVE STEP ON
NON-HANDBRAKE END. ATKY 2593-2597 (RS4052)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 5 NO. ‘ATKF’ FUEL TANK WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATKY‘.
ATKF 2593 - 2597. (RS4401)’. New class: ‘ATKY’.

31.07.1989 Alteration ‘CONVERT 2 ‘ATKY’ TANKERS FOR ON TRAIN FUELLING OF
LOCOMOTIVES. ATKY 2 NO. TO BE SELECTED. (RS4430)’.

18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘LADDER’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE BEARINGS’.
13.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
11.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
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15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘TANK WAG. SAFETY VALVE’.
15.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.03.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
06.03.1992 Repair ‘TANK WAG. SAFETY VALVE’.
06.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
06.03.1992 Repair ‘TANK WAG. TANK COMPLETE’.
06.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2596 C’
08.07.1992 Repair ‘COUPLER KNUCKLE’.
08.07.1992 Repair ‘VEHICLE COMPLETE’.
08.07.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2596 C’
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘BRAKE BLOCK RB95’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
17.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2596 C’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BRANCH PIPE’.
14.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
27.02.1993 Repair ‘STEP’.
27.02.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATKY 2596 C’
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘STEP’.
05.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘STEP’.
09.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
16.09.1993 Repair ‘STEP’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2596 C’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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08.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2596 C’
09.12.1993 Repair ‘BRAKE BLOCK RB95’.
09.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2596 C’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BRANCH PIPE’.
14.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.12.1993 Repair ‘TRAIN PIPE’.
14.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATKY’ TANK WAGONS TO ‘RTKY‘.

(NRC030)’. New class: ‘RTKY’.
09.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATKY 2596 C’
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘ATKY 2596 C’
20.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2596 C’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Repair ‘VEHICLE COMPLETE’.
09.06.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
07.03.1996 Repair ‘VEHICLE COMPLETE’.
23.04.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
13.08.1996 Repair ‘VEHICLE COMPLETE’.
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RTKY 2597

Details: wagon ‘RTKY 2597 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 25.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $12460
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 251
Date Built: 07.07.1975
Operating System: AN
Intended Use: DISTILLATE
Remarks: EX ATKY
BSG Code: FSTP

Capacity of 59600 litres

Fleet Grp Code: UZ UA AG CM CN CT
Return to Service Date: 07.07.1996
Last Brake Cylinder: 03.11.1992
Last Single Car Test: 05.11.1993
Last Lift: 23.09.1987

26.06.1985 Alteration complete ‘FIT END HANDRAIL ABOVE STEP ON
NON-HANDBRAKE END. ATKY 2593-2597 (RS4052)’.

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

21.04.1989 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 5 NO. ‘ATKF’ FUEL TANK WAGONS IN
ACCORDANCE WITH ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATKY‘.
ATKF 2593 - 2597. (RS4401)’. New class: ‘ATKY’.

31.07.1989 Alteration ‘CONVERT 2 ‘ATKY’ TANKERS FOR ON TRAIN FUELLING OF
LOCOMOTIVES. ATKY 2 NO. TO BE SELECTED. (RS4430)’.

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1989 Repair ‘TRAIN PIPE (END)’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
29.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2597 L’
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13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘BOGIE BEARINGS’.
13.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.02.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘ISOLATING COCK’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘ISOLATING COCK’.
14.11.1990 Repair ‘TANK WAG. SAFETY VALVE’.
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘HANDRAILS END’.
11.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
09.07.1991 Repair ‘LADDER’.
09.07.1991 Repair ‘LADDER’.
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
09.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
04.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2597 L’
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18.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1991 Repair ‘BRAKE BLOCK RB95’.
18.11.1991 Repair ‘TANK WAG. SADDLES’.
18.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
23.08.1992 Repair ‘HANDRAILS END’.
23.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2597 L’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘END BRAKE COCK’.
03.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.11.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
03.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BRAKE BLOCK RB95’.
20.01.1993 Repair ‘BRAKE PULL ROD’.
20.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘END BRAKE COCK’.
01.06.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
01.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
01.06.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATKY 2597 L’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘END BRAKE COCK’.
16.07.1993 Repair ‘TRAIN PIPE’.
16.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
28.10.1993 Repair ‘BRAKE PULL ROD’.
28.10.1993 Repair ‘END BRAKE COCK’.
28.10.1993 Repair ‘END HOSE’.
28.10.1993 Repair ‘ISOLATING COCK’.
28.10.1993 Repair ‘TOP CENTRE PLATE’.
28.10.1993 Repair ‘TRAIN PIPE (END)’.
28.10.1993 Repair ‘TRAIN PIPE’.
28.10.1993 Repair ‘VEHICLE COMPLETE’.
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28.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATKY 2597 L’

10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BEARERS’.
10.11.1993 Repair ‘SIDE BEARER’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE SIDEFRAME’.
01.12.1993 Repair ‘BRANCH PIPE’.
01.12.1993 Repair ‘END BRAKE COCK’.
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
14.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATKY 2597 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATKY’ TANK WAGONS TO ‘RTKY‘.

(NRC030)’. New class: ‘RTKY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Repair ‘YOKE PIN’.
19.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATKY 2597 L’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
31.10.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.

2.736 Wagon classification starting with ‘RTM’

RTMY 301

Details: wagon ‘RTMY 301 U’ in AN ‘Mainland Division’.

Owner: MOBIL
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB T-44
Date Built: 01.01.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATMY;TANK & U/F PROP OF MOBIL
BSG Code: FSTP

Capacity of 44965 litres

Corporate ID flag: Y
Fleet Grp Code: AG AO CN
Return to Service Date: 26.08.1996
Due Triple Valve: 05.10.1994
Last Brake Cylinder: 05.10.1993
Last Single Car Test: 09.12.1993
Last Lift: 01.05.1981

11.02.1988 Alteration complete ‘FIT MULTIPLE HOLE PULL RODS AND LIFTING
PADS. FOR RECLASSIFICATION REFER RS4337. STM 301(ATMF 301) (RS4252)’.
New class: ‘ATML’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 31 NO. (1435 MM GA. BOGIES) TANK WAGONS
IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE RECLASSIFIED
‘ATMY’ AND STENCILLED FOR 110 KM/H OPERATION BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATMF 427 & 454, ATML, ATMX, STM 301,303. (31 TO BE
SELECTED) (RS4337)’. New class: ‘ATMY’.

12.10.1988 Alteration complete ‘RECLASSIFY ‘STMC’ AND ‘ATMY’ TO ‘ATMF’ REFER
RS4237 (RS3081)’. New class: ‘ATMF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

31.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1989 Repair ‘VEHICLE STENCILS’.
31.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

20332



2.736. Wagon classification starting with ‘RTM’

06.12.1989 Repair ‘BRANCH PIPE’.
06.12.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.12.1989 Repair ‘VEHICLE STENCILS’.
06.12.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.01.1990 Repair ‘VEHICLE STENCILS’.
24.01.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
02.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMY 301 D’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
23.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1990 Repair ‘VEHICLE STENCILS’.
23.07.1990 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.01.1991 Repair ‘VEHICLE STENCILS’.
23.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.09.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.09.1991 Repair ‘VEHICLE STENCILS’.
04.09.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1992 Repair ‘VEHICLE STENCILS’.
30.03.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
28.05.1992 Repair ‘TANK WAG. SAFETY VALVE’.
28.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRAKE PULL ROD’.
01.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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22.07.1992 Repair ‘BOGIE BEARINGS’.
22.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.07.1992 Repair ‘VEHICLE STENCILS’.
22.07.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BRANCH PIPE’.
20.04.1993 Repair ‘BRANCH PIPE’.
20.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRANCH PIPE’.
15.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATMY 301 D’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
29.07.1993 Repair ‘COUPLER COMPLETE’.
29.07.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.07.1993 Repair ‘VEHICLE STENCILS’.
29.07.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATMY 301 D’
23.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘LADDER’.
01.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMY 301 D’
30.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1993 Repair ‘BRAKE PULL ROD’.
30.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.11.1993 Repair ‘TRAIN PIPE (END)’.
30.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BRANCH PIPE’.
09.12.1993 Repair ‘HOSE FITTINGS’.
09.12.1993 Repair ‘WEAR PLATES & SADDLES’.
09.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
28.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1994 Repair ‘BRANCH PIPE’.
28.01.1994 Repair ‘ISOLATING COCK’.
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28.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATMY 301 D’

18.03.1994 Alteration complete ‘RECLASS VARIOUS WAGONS TO NRC
CLASSIFICATION (NRC)’. New class: ‘RTMY’.

29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMY 301 D’
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC

WAGONS (PMPRO4)’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1996 Repair ‘VEHICLE RECLASSIFY’.
14.01.1996 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMY 301 D’
06.02.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

2.737 Wagon classification starting with ‘RTO’

RTOY 6

Details: wagon ‘RTOY 6 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 23.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-54
Date Built: 10.12.1929
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 40200 litres
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Corporate ID flag: Y
Fleet Grp Code: UZ UA AG CZ
Return to Service Date: 05.07.1994
Last Triple Valve: 25.11.1992
Last Brake Cylinder: 11.10.1991
Last Single Car Test: 13.05.1993
Last Lift: 17.08.1984

23.09.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SUFFIX ‘F’, ‘H’, ‘P’ & ‘I’. SEE
ALTERATION FORMS RS3000 TO RS3079 INCLUSIVE. (RS4231)’. New class:
‘AZXP’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.08.1989 Repair ‘VEHICLE STENCILS’.
29.08.1989 Repair ‘WHEEL SET’.
29.08.1989 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOY 6 K’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BEARERS’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘COUPLER COMPLETE’.
21.02.1990 Repair ‘DRAFT GEAR POCKET’.
21.02.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.02.1990 Repair ‘SIDE BEARER’.
21.02.1990 Repair ‘STEP’.
21.02.1990 Repair ‘VEHICLE RECLASSIFY’.
21.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATOY 6 K’
02.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘TANK WAG. TANK COMPLETE’.
06.04.1990 Repair ‘WHEEL SET’.
06.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
07.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATOY 6 K’
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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11.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BRAKE BLOCK RB95’.
06.05.1991 Repair ‘END FRAME MEMBER’.
06.05.1991 Repair ‘VEHICLE STENCILS’.
06.05.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOY 6 K’
20.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.10.1991 Repair ‘VEHICLE STENCILS’.
10.10.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATOY 6 K’
30.07.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
28.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘BOGIE COMPLETE’.
20.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.11.1992 Repair ‘COUPLER COMPLETE’.
20.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
20.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATOY 6 K’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE ADAPTER’.
13.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
13.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE PULL ROD’.
27.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.
27.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘TOP CENTRE PLATE’.
07.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘BRAKE BLOCK RB95’.
12.01.1994 Repair ‘TOP CENTRE PLATE’.
12.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Repair ‘TRAIN PIPE’.
31.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATOY 6 K’
05.07.1994 Repair ‘VEHICLE RECLASSIFY’.
05.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATOY 6 K’
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.

RTOY 700

Details: wagon ‘RTOY 700 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 27.06.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 26.08.1996
Last Brake Cylinder: 26.06.1989
Last Single Car Test: 24.10.1991
Last Lift: 19.04.1986

18.01.1985 Alteration complete ‘FIT 57000 LITRE TANK SHELLS TO FOUR (4) NO.
AOEY UNDERFRAMES MODIFIED FOR EXCHANGE SERVICE. FIT DISCHARGE
PIPES AND API ADAPTORS. RECLASSIFY TO ATOL 700-W, 701-X, 702-R, 703-D.
ROLLINGSTOCK ENGINEER, PORT AUGUSTA TO ADVISE UNDERFRAME
NUMBERS USED. (RS4076)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 700 F’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.11.1989 Repair ‘TRAIN PIPE (END)’.
17.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
27.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.12.1989 Repair ‘TRAIN PIPE (END)’.
19.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 700 F’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BEARERS’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
23.08.1991 Repair ‘COUPLER KNUCKLE’.
23.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
23.08.1991 Repair ‘END FRAME MEMBER’.
23.08.1991 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1991 Repair ‘WEAR PLATES & SADDLES’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 700 F’
29.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
29.08.1991 Repair ‘TANK WAG. STRAPS’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
23.10.1991 Repair ‘COUPLER COMPLETE’.
23.10.1991 Repair ‘COUPLER KNUCKLE’.
23.10.1991 Repair ‘DRAFT GEAR POCKET’.
23.10.1991 Repair ‘DRAFT STOP FRONT’.
23.10.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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23.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.10.1991 Repair ‘YOKE COMPLETE’.
23.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 700 F’
07.11.1991 Repair ‘TANK WAG. STRAPS’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 700 F’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BRAKE BLOCK RB95’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
23.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE BEARERS’.
30.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘AXLEBOX’.
26.08.1992 Repair ‘BRAKE PULL ROD’.
26.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
23.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 700 F’
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
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27.11.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
07.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
28.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
31.12.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 701

Details: wagon ‘RTOY 701 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 08.11.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres
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Fleet Grp Code: AG UA CM CN CT
Return to Service Date: 28.01.1997
Last Triple Valve: 06.01.1994
Last Brake Cylinder: 01.07.1993
Last Single Car Test: 09.09.1993
Last Lift: 19.04.1986

18.01.1985 Alteration complete ‘FIT 57000 LITRE TANK SHELLS TO FOUR (4) NO.
AOEY UNDERFRAMES MODIFIED FOR EXCHANGE SERVICE. FIT DISCHARGE
PIPES AND API ADAPTORS. RECLASSIFY TO ATOL 700-W, 701-X, 702-R, 703-D.
ROLLINGSTOCK ENGINEER, PORT AUGUSTA TO ADVISE UNDERFRAME
NUMBERS USED. (RS4076)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘TRAIN PIPE (END)’.
03.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 701 Y’
21.10.1991 Repair ‘VEHICLE RECLASSIFY’.
21.10.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 701 Y’
30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BODY COMPLETE’.
30.06.1993 Repair ‘BOGIE BEARERS’.
30.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1993 Repair ‘BOGIE COMPLETE’.
30.06.1993 Repair ‘BRAKE PULL ROD’.
30.06.1993 Repair ‘BRANCH PIPE’.
30.06.1993 Repair ‘EMPTY LOAD VALVE’.
30.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1993 Repair ‘TANK WAG. DE-GAS TANK’.
30.06.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.06.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.06.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
30.06.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
30.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
30.06.1993 Repair ‘TRAIN PIPE (END)’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 701 Y’
01.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 701 Y’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1993 Repair ‘DRAFT GEAR POCKET’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘TRAIN PIPE (END)’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 701 Y’
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 701 Y’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 701 Y’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 701 Y’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 701 Y’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 701 Y’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
04.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1996 Repair ‘VEHICLE COMPLETE’.
22.03.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
28.01.1997 Repair ‘VEHICLE COMPLETE’.
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RTOY 702

Details: wagon ‘RTOY 702 R’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 28.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 09.08.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 56000 litres

Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 25.09.1996
Last Triple Valve: 03.08.1993
Last Brake Cylinder: 22.12.1988
Last Single Car Test: 09.09.1993
Last Lift: 24.01.1986

18.01.1985 Alteration complete ‘FIT 57000 LITRE TANK SHELLS TO FOUR (4) NO.
AOEY UNDERFRAMES MODIFIED FOR EXCHANGE SERVICE. FIT DISCHARGE
PIPES AND API ADAPTORS. RECLASSIFY TO ATOL 700-W, 701-X, 702-R, 703-D.
ROLLINGSTOCK ENGINEER, PORT AUGUSTA TO ADVISE UNDERFRAME
NUMBERS USED. (RS4076)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
21.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1989 Repair ‘TANK WAG. SAFETY VALVE’.
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21.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 702 A’

05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 702 A’
20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
16.01.1990 Repair ‘VEHICLE RECLASSIFY’.
16.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 702 A’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
05.04.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
18.05.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
18.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
02.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
02.05.1991 Repair ‘HANDRAILS END’.
02.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 702 A’
26.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1993 Repair ‘HOSE FITTINGS’.
26.02.1993 Repair ‘TRAIN PIPE’.
26.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.04.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BOGIE BEARERS’.
06.09.1993 Repair ‘BOGIE FRICTION WEDGE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
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06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1993 Repair ‘DRAFT GEAR POCKET’.
06.09.1993 Repair ‘END BRAKE COCK’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘TRAIN PIPE (END)’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 702 A’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
13.10.1993 Repair ‘BOGIE SIDEFRAME’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 702 A’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
14.11.1993 Repair ‘BOGIE ADAPTER’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 702 A’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 702 A’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
10.11.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
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27.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 703

Details: wagon ‘RTOY 703 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 29.2tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 19.09.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57100 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 16.08.1996
Last Triple Valve: 24.02.1988
Last Brake Cylinder: 30.01.1990
Last Single Car Test: 30.07.1991
Last Lift: 05.05.1986

18.01.1985 Alteration complete ‘FIT 57000 LITRE TANK SHELLS TO FOUR (4) NO.
AOEY UNDERFRAMES MODIFIED FOR EXCHANGE SERVICE. FIT DISCHARGE
PIPES AND API ADAPTORS. RECLASSIFY TO ATOL 700-W, 701-X, 702-R, 703-D.
ROLLINGSTOCK ENGINEER, PORT AUGUSTA TO ADVISE UNDERFRAME
NUMBERS USED. (RS4076)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BRANCH PIPE’.
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30.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Repair ‘TRAIN PIPE’.
30.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
27.02.1990 Repair ‘BRAKE CONTROL PIPE’.
27.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
13.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1990 Repair ‘SIDE STEP’.
13.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
21.09.1990 Repair ‘VEHICLE RECLASSIFY’.
21.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 703 J’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 703 J’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘BRAKE PULL ROD’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘END BRAKE COCK’.
24.07.1991 Repair ‘END BRAKE COCK’.
24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1991 Repair ‘BRAKE PULL ROD’.
15.11.1991 Repair ‘WHEEL SET’.
15.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
07.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
07.02.1992 Repair ‘WEAR PLATES & SADDLES’.
07.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
09.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.04.1993 Repair ‘COUPLER TRIGGER LEVER’.
07.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
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07.04.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
07.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 703 J’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
21.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
21.05.1993 Repair ‘WHEEL SET’.
21.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
07.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 703 J’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATOY 703 J’
15.02.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Repair ‘VEHICLE COMPLETE’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
09.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
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RTOY 704

Details: wagon ‘RTOY 704 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 04.08.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Corporate ID flag: Y
Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 19.07.1996
Last Brake Cylinder: 22.12.1993
Last Single Car Test: 22.12.1993
Last Lift: 12.08.1983

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE COMPLETE’.
16.11.1989 Repair ‘SIDE BEARER’.
16.11.1989 Repair ‘VEHICLE RECLASSIFY’.
16.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 704 S’
22.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1990 Repair ‘BOGIE BEARERS’.
22.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
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08.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 704 S’

30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 704 S’

29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BRANCH PIPE’.
29.11.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BRANCH PIPE’.
14.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘WHEEL SET’.
06.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BEARERS’.
12.06.1992 Repair ‘SIDE BEARER’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘BRAKE PULL ROD’.
02.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
23.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
23.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
20.04.1993 Repair ‘WHEEL SET’.
20.04.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 704 S’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘STEP’.
11.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 704 S’
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.12.1993 Repair ‘BRAKE BLOCK RB95’.
22.12.1993 Repair ‘BRAKE PULL ROD’.
22.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
22.12.1993 Repair ‘HANDRAILS END’.
22.12.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.12.1993 Repair ‘STEP’.
22.12.1993 Repair ‘VEHICLE COMPLETE’.
22.12.1993 Repair ‘YOKE COMPLETE’.
22.12.1993 Repair ‘YOKE FOLLOWER’.
22.12.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 704 S’
06.01.1994 Repair ‘BOGIE BEARERS’.
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘STEP’.
04.02.1994 Repair ‘TRAIN PIPE’.
04.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 704 S’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
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17.10.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 705

Details: wagon ‘RTOY 705 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 26.09.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 08.12.1996
Last Brake Cylinder: 25.11.1988
Last Single Car Test: 30.07.1991
Last Lift: 23.02.1982
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23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE BEARERS’.
23.01.1990 Repair ‘SIDE BEARER’.
23.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Repair ‘TRAIN PIPE (END)’.
07.02.1990 Repair ‘WHEEL SET’.
07.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
08.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
14.12.1990 Repair ‘END BRAKE COCK’.
14.12.1990 Repair ‘END HOSE’.
14.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 705 E’
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘BRAKE BLOCK RB95’.
24.07.1991 Repair ‘HANDRAILS END’.
24.07.1991 Repair ‘HANDRAILS END’.
24.07.1991 Repair ‘HANDRAILS END’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Repair ‘STEP’.
24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
24.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
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07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 705 E’

07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 705 E’

10.11.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 705 E’
12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘ISOLATING COCK’.
14.12.1992 Repair ‘WHEEL SET’.
14.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
23.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
23.08.1993 Repair ‘TRAIN PIPE (END)’.
23.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1993 Repair ‘HOSE FITTINGS’.
16.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
16.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 705 E’
04.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 705 E’
09.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 705 E’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 705 E’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 705 E’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
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21.08.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
03.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
08.12.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 706

Details: wagon ‘RTOY 706 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 30.05.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 18.11.1996
Last Single Car Test: 08.11.1991
Last Lift: 07.09.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
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RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘STEP’.
24.08.1989 Repair ‘TANK WAG. SAFETY VALVE’.
24.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
08.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 706 N’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE COMPLETE’.
15.09.1989 Repair ‘BRAKE LEVER’.
15.09.1989 Repair ‘BRAKE PULL ROD’.
15.09.1989 Repair ‘COUPLER COMPLETE’.
15.09.1989 Repair ‘SIDE BEARER’.
15.09.1989 Repair ‘VEHICLE RECLASSIFY’.
15.09.1989 Repair ‘YOKE CARRIER’.
15.09.1989 Repair ‘YOKE COMPLETE’.
15.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 706 N’
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.03.1991 Repair ‘CARD OR CLIP HOLDER’.
04.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Repair ‘STEP’.
21.06.1991 Repair ‘STEP’.
21.06.1991 Repair ‘TRAIN PIPE (END)’.
21.06.1991 Repair ‘TRAIN PIPE (END)’.
21.06.1991 Repair ‘WHEEL SET’.
21.06.1991 Repair ‘WHEEL SET’.
21.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
21.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 706 N’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.03.1992 Repair ‘BOGIE BEARERS’.
27.03.1992 Repair ‘SIDE BEARER’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
21.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.04.1992 Repair ‘BOGIE BEARERS’.
21.04.1992 Repair ‘SIDE BEARER’.
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BEARERS’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘WHEEL SET’.
14.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘WHEEL SET’.
17.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
16.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 706 N’
21.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
21.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 706 N’
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BRAKE PULL ROD’.
27.10.1992 Repair ‘HOSE FITTINGS’.
27.10.1992 Repair ‘TRAIN PIPE’.
27.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘BOGIE BEARERS’.
26.03.1993 Repair ‘BOGIE COMPLETE’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
02.05.1993 Repair ‘BOGIE COMPLETE’.
02.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 706 N’
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BRANCH PIPE’.
24.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
09.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 706 N’
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BRAKE PULL ROD’.
15.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 706 N’
03.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1993 Repair ‘YOKE PIN’.
03.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1994 Repair ‘WHEEL SET’.
21.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
06.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Repair ‘VEHICLE RECLASSIFY’.
06.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 706 N’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
27.12.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
21.06.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 707

Details: wagon ‘RTOY 707 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
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Tare Weight: 27.8tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 28.07.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 26.06.1996
Last Triple Valve: 23.07.1993
Last Brake Cylinder: 13.11.1991
Last Single Car Test: 24.05.1993
Last Lift: 07.10.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Repair ‘YOKE CARRIER’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 707 W’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BEARERS’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.03.1990 Repair ‘END COMPLETE’.
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07.03.1990 Repair ‘SIDE BEARER’.
07.03.1990 Repair ‘TRAIN PIPE’.
07.03.1990 Repair ‘VEHICLE RECLASSIFY’.
07.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
07.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 707 W’
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Repair ‘VEHICLE STENCILS’.
13.03.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATOY 707 W’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
22.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 707 W’
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘TRAIN PIPE (END)’.
25.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
30.07.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
14.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
09.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘TANK WAG. MAN HOLE COVERS’.
07.11.1991 Repair ‘TRAIN PIPE’.
07.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 707 W’
13.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.11.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
13.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
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09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘BOGIE COMPLETE’.
09.03.1992 Repair ‘BRAKE CONTROL PIPE’.
09.03.1992 Repair ‘COUPLER COMPLETE’.
09.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.03.1992 Repair ‘VEHICLE COMPLETE’.
09.03.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 707 W’
14.08.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
14.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 707 W’
13.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1992 Repair ‘BRAKE BLOCK RB95’.
13.11.1992 Repair ‘BRAKE PULL ROD’.
13.11.1992 Repair ‘COUPLER COMPLETE’.
13.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 707 W’
21.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1993 Repair ‘BOGIE COMPLETE’.
21.05.1993 Repair ‘COUPLER COMPLETE’.
21.05.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.05.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
21.05.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
21.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
21.05.1993 Repair ‘TANK WAG. TANK COMPLETE’.
21.05.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 707 W’
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.07.1993 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
23.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘WHEEL SET’.
28.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BRAKE BLOCK RB95’.
26.10.1993 Repair ‘BRANCH PIPE’.
26.10.1993 Repair ‘WHEEL SET’.
26.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 707 W’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 707 W’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
14.12.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
04.05.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
28.05.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 708

Details: wagon ‘RTOY 708 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 13.11.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
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BSG Code: FSTP

Capacity of 57000 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 16.08.1996
Last Triple Valve: 17.04.1990
Last Brake Cylinder: 10.09.1993
Last Single Car Test: 24.06.1991
Last Lift: 28.07.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.04.1990 Repair ‘VEHICLE RECLASSIFY’.
12.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 708 X’
27.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.02.1991 Repair ‘TRAIN PIPE (END)’.
27.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
07.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
19.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘WHEEL SET’.
17.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
07.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1992 Repair ‘WHEEL SET’.
07.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
10.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1992 Repair ‘BRAKE PULL ROD’.
10.07.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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10.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 708 X’

19.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 708 X’

20.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 708 X’

11.01.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.01.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 708 X’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.01.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.01.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
12.01.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 708 X’
28.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1993 Repair ‘BOGIE SPRING’.
28.01.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘WHEEL SET’.
23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
05.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1993 Repair ‘BRANCH PIPE’.
05.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BRANCH PIPE’.
16.06.1993 Repair ‘HOSE FITTINGS’.
16.06.1993 Repair ‘WHEEL SET’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BRANCH PIPE’.
10.09.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.09.1993 Repair ‘TRAIN PIPE’.
10.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 708 X’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 708 X’
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10.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
30.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
20.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 709

Details: wagon ‘RTOY 709 L’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 20.08.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres
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2.737. Wagon classification starting with ‘RTO’

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 14.01.1997
Last Brake Cylinder: 18.01.1993
Last Single Car Test: 27.11.1990
Last Lift: 02.05.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BOGIE COMPLETE’.
25.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 709 R’
19.11.1989 Repair ‘BOGIE COMPLETE’.
19.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 709 R’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.02.1990 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
02.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BRAKE BLOCK RB95’.
31.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘NYLON HOSE’.
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
19.09.1990 Repair ‘BRAKE BLOCK RB95’.
19.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 709 R’
22.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1990 Repair ‘BOGIE BEARERS’.
22.11.1990 Repair ‘BRAKE LEVER’.
22.11.1990 Repair ‘COUPLER KNUCKLE’.
22.11.1990 Repair ‘SIDE BEARER’.
22.11.1990 Repair ‘TRAIN PIPE (END)’.
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22.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATOY 709 R’

01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 709 R’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE BEARERS’.
11.01.1991 Repair ‘SIDE BEARER’.
11.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.03.1991 Repair ‘TANK WAG. SAFETY VALVE’.
13.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘BRAKE PULL ROD’.
23.10.1991 Repair ‘TRAIN PIPE (END)’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BRAKE PULL ROD’.
17.01.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
28.02.1992 Repair ‘BRAKE BLOCK RB95’.
28.02.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 709 R’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
21.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
14.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1992 Repair ‘BOGIE BEARERS’.
14.05.1992 Repair ‘SIDE BEARER’.
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14.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 709 R’

23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BEARERS’.
23.07.1992 Repair ‘BOGIE COMPLETE’.
23.07.1992 Repair ‘SIDE BEARER’.
23.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
11.08.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 709 R’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
30.09.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
30.09.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 709 R’
06.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
14.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.10.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 709 R’
16.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
16.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
18.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1993 Repair ‘BRAKE PULL ROD’.
18.01.1993 Repair ‘HOSE FITTINGS’.
18.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
22.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.01.1993 Repair ‘WHEEL SET’.
22.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BRAKE CONTROL PIPE’.
04.02.1993 Repair ‘GRADE CONTROL VALVE’.
04.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 709 R’
19.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
28.07.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.07.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
28.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
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17.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
13.09.1993 Repair ‘BRAKE PULL ROD’.
13.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
17.10.1993 Repair ‘BOGIE SIDEFRAME’.
17.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 709 R’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 709 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘DRAFT GEAR POCKET’.
14.04.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1994 Repair ‘END BRAKE COCK’.
14.04.1994 Repair ‘END HOSE’.
14.04.1994 Repair ‘SIDE BEARER’.
14.04.1994 Repair ‘YOKE COMPLETE’.
15.04.1994 Repair ‘VEHICLE RECLASSIFY’.
15.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 709 R’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration complete ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
02.04.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
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22.08.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1997 Repair ‘VEHICLE COMPLETE’.
14.01.1997 Repair ‘VEHICLE COMPLETE’.

RTOY 710

Details: wagon ‘RTOY 710 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 22.08.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: UA UZ AG CM CN CT
Return to Service Date: 06.07.1996
Last Brake Cylinder: 17.06.1992
Last Single Car Test: 15.10.1993
Last Lift: 02.05.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘TRAIN PIPE (END)’.
15.09.1989 Repair ‘WHEEL SET’.
15.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘BOGIE BEARERS’.
24.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
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27.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
28.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.12.1989 Repair ‘BRANCH PIPE’.
28.12.1989 Repair ‘TRAIN PIPE (END)’.
28.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.02.1990 Repair ‘TRAIN PIPE (END)’.
09.02.1990 Repair ‘TRAIN PIPE’.
09.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
27.02.1990 Repair ‘TRAIN PIPE (END)’.
27.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
22.05.1990 Repair ‘END BRAKE COCK’.
22.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 710 N’
06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
06.06.1990 Repair ‘TRAIN PIPE’.
06.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
07.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘TRAIN PIPE’.
12.07.1991 Repair ‘TRAIN PIPE’.
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BRAKE PULL ROD’.
01.11.1991 Repair ‘WHEEL SET’.
01.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘BRANCH PIPE’.
17.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 710 N’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.07.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BRAKE PULL ROD’.
24.09.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
19.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1993 Repair ‘HOSE FITTINGS’.
15.10.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 710 N’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 710 N’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
02.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1994 Repair ‘COUPLER KNUCKLE PIN’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.
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23.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
13.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Repair ‘VEHICLE COMPLETE’.
27.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
20.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
25.05.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 711

Details: wagon ‘RTOY 711 Q’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 20.02.1953
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres
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Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 13.01.1997
Due Triple Valve: 29.10.1988
Last Brake Cylinder: 02.02.1990
Last Single Car Test: 08.07.1991
Last Lift: 02.05.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE COMPLETE’.
24.07.1989 Repair ‘SIDE BEARER’.
24.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE PULL ROD’.
24.01.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRAKE PULL ROD’.
02.02.1990 Repair ‘LADDER’.
02.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1990 Repair ‘TRAIN PIPE (END)’.
02.02.1990 Repair ‘TRAIN PIPE’.
02.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BRAKE CONTROL PIPE’.
03.09.1990 Repair ‘COUPLER COMPLETE’.
03.09.1990 Repair ‘SIDE BEARER’.
03.09.1990 Repair ‘SIDE STEP’.
03.09.1990 Repair ‘TOP CENTRE PLATE’.
03.09.1990 Repair ‘VEHICLE RECLASSIFY’.
03.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 711 W’

20375



2. TIMS GROUP INFORMATION - WAGONS

15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
25.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BEARERS’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
21.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1992 Repair ‘BRANCH PIPE’.
22.09.1992 Repair ‘END BRAKE COCK’.
22.09.1992 Repair ‘HOSE FITTINGS’.
22.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘AXLEBOX’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BOGIE BEARERS’.
11.10.1993 Repair ‘SIDE BEARER’.
11.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE BEARERS’.
05.11.1993 Repair ‘SIDE BEARER’.
05.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
14.11.1993 Repair ‘STEP’.
14.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 711 W’
09.01.1994 Repair ‘STEP’.
09.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 711 W’
09.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
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09.02.1994 Repair ‘BRAKE PULL ROD’.
09.02.1994 Repair ‘STEP’.
09.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 711 W’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.09.1995 Repair ‘VEHICLE COMPLETE’.
05.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
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RTOY 712

Details: wagon ‘RTOY 712 C’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 08.06.1956
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 09.12.1996
Last Single Car Test: 09.09.1993
Last Lift: 06.07.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
31.07.1989 Repair ‘SIDE BEARER’.
31.07.1989 Repair ‘VEHICLE RECLASSIFY’.
31.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 712 X’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.01.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
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22.01.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
01.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BEARERS’.
26.04.1990 Repair ‘SIDE BEARER’.
26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘TANK WAG. TANK COMPLETE’.
04.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
14.06.1990 Repair ‘END HOSE’.
14.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 712 X’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘TRAIN PIPE (END)’.
03.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.12.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘TRAIN PIPE (END)’.
09.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE COMPLETE’.
30.08.1991 Repair ‘BRAKE LEVER’.
30.08.1991 Repair ‘COUPLER COMPLETE’.
30.08.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.08.1991 Repair ‘TRAIN PIPE (END)’.
30.08.1991 Repair ‘YOKE COMPLETE’.
30.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 712 X’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
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20.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
24.04.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘TRAIN PIPE’.
07.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘BOGIE COMPLETE’.
14.08.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.08.1992 Repair ‘VEHICLE COMPLETE’.
14.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 712 X’
09.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1992 Repair ‘TOP CENTRE PLATE’.
09.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
13.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘BOGIE COMPLETE’.
20.04.1993 Repair ‘BRAKE PULL ROD’.
20.04.1993 Repair ‘WHEEL SET’.
20.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1993 Repair ‘DRAFT GEAR POCKET’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
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06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘TRAIN PIPE (END)’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 712 X’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRANCH PIPE’.
08.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 712 X’
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 712 X’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 712 X’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Repair ‘VEHICLE COMPLETE’.
24.01.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.08.1995 Repair ‘VEHICLE COMPLETE’.
01.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
14.10.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
01.09.1996 Repair ‘VEHICLE COMPLETE’.
09.12.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 713

Details: wagon ‘RTOY 713 L’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 06.10.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 07.08.1996
Last Brake Cylinder: 30.11.1988
Last Single Car Test: 09.09.1993
Last Lift: 02.05.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘TRAIN PIPE (END)’.
22.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
19.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
19.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 713 R’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.01.1990 Repair ‘TRAIN PIPE (END)’.
23.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
27.02.1990 Repair ‘COUPLER COMPLETE’.
27.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 713 R’
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01.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
01.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BRANCH PIPE’.
08.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
13.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
13.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BRAKE BLOCK RB95’.
18.03.1991 Repair ‘TRAIN PIPE’.
18.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
02.05.1991 Repair ‘VEHICLE COMPLETE’.
02.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 713 R’
14.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
14.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘BRAKE BLOCK RB95’.
29.08.1991 Repair ‘WHEEL SET’.
29.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘HANDRAILS END’.
02.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘BRAKE LEVER’.
08.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BRAKE BLOCK RB95’.
16.04.1992 Repair ‘TOP CENTRE PLATE’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
09.06.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.07.1992 Repair ‘BRAKE PULL ROD’.
08.07.1992 Repair ‘HOSE FITTINGS’.
08.07.1992 Repair ‘TRAIN PIPE (END)’.
08.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
02.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1992 Repair ‘AXLEBOX’.
02.09.1992 Repair ‘END BRAKE COCK’.
02.09.1992 Repair ‘STEP’.
02.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Repair ‘BRAKE PULL ROD’.
17.03.1993 Repair ‘HOSE FITTINGS’.
17.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
28.03.1993 Repair ‘HANDRAILS END’.
28.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 713 R’
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
04.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ATOY 713 R’
17.08.1993 Repair ‘BRAKE FULCRUM BRACKET’.
17.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
06.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘TOP CENTRE PLATE’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 713 R’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.09.1993 Repair ‘HOSE FITTINGS’.
09.09.1993 Repair ‘STEP’.
09.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BOGIE SIDEFRAME’.
17.11.1993 Repair ‘BRANCH PIPE’.
17.11.1993 Repair ‘ISOLATING COCK’.
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17.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 713 R’

18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE SIDEFRAME’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
16.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 713 R’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 713 R’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
28.10.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 714

Details: wagon ‘RTOY 714 U’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 01.01.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 28.07.1996
Last Triple Valve: 24.05.1988
Last Brake Cylinder: 07.09.1990
Last Single Car Test: 08.07.1991
Last Lift: 15.11.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1990 Repair ‘BOGIE COMPLETE’.
04.09.1990 Repair ‘COUPLER COMPLETE’.
04.09.1990 Repair ‘SIDE BEARER’.
04.09.1990 Repair ‘SIDE STEP’.
04.09.1990 Repair ‘TOP CENTRE PLATE’.
04.09.1990 Repair ‘VEHICLE RECLASSIFY’.
04.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 714 D’
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07.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1990 Repair ‘BRAKE PULL ROD’.
07.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.09.1990 Repair ‘TRAIN PIPE (END)’.
07.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
19.02.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
12.04.1991 Repair ‘TANK WAG. SAFETY VALVE’.
12.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘HOSE FITTINGS’.
25.06.1991 Repair ‘NYLON HOSE’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
26.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.06.1991 Repair ‘HOSE FITTINGS’.
26.06.1991 Repair ‘NYLON HOSE’.
26.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Repair ‘BRAKE PULL ROD’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘STEP’.
23.07.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
02.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
08.07.1993 Repair ‘VEHICLE COMPLETE’.
08.07.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 714 D’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BOGIE COMPLETE’.

20387



2. TIMS GROUP INFORMATION - WAGONS

08.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
16.09.1993 Repair ‘STEP’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 714 D’
06.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE BEARERS’.
27.01.1994 Repair ‘SIDE BEARER’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
11.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
11.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 714 D’
20.02.1994 Repair ‘VEHICLE COMPLETE’.
20.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 714 D’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
09.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1994 Repair ‘VEHICLE COMPLETE’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 714 D’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
24.05.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
09.11.1995 Repair ‘VEHICLE COMPLETE’.
11.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Repair ‘VEHICLE COMPLETE’.
23.07.1996 Repair ‘VEHICLE COMPLETE’.
28.07.1996 Repair ‘VEHICLE COMPLETE’.
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RTOY 715

Details: wagon ‘RTOY 715 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 01.01.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 22.08.1996
Last Triple Valve: 24.05.1988
Last Brake Cylinder: 03.04.1989
Last Single Car Test: 05.08.1991
Last Lift: 14.10.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE BEARERS’.
03.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 715 M’
06.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
10.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 715 M’
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14.05.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘WHEEL SET’.
19.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘TANK WAG. SAFETY VALVE’.
29.07.1991 Repair ‘TANK WAG. SAFETY VALVE’.
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
29.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘BOGIE BEARERS’.
26.11.1991 Repair ‘SIDE BEARER’.
26.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
11.06.1993 Repair ‘BRAKE PULL ROD’.
11.06.1993 Repair ‘BRANCH PIPE’.
11.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
09.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ATOY 715 M’
03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘STEP’.
03.08.1993 Repair ‘TANK WAG. SAFETY VALVE’.
03.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
27.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
27.08.1993 Repair ‘BRANCH PIPE’.
27.08.1993 Repair ‘EMPTY LOAD VALVE’.
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27.08.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
27.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘GRADE CONTROL VALVE’.
17.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘GRADE CONTROL VALVE’.
20.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘END BRAKE COCK’.
11.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1994 Repair ‘WHEEL SET’.
11.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
22.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 715 M’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
18.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
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07.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 716

Details: wagon ‘RTOY 716 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 01.10.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 26.08.1996
Last Single Car Test: 30.07.1991
Last Lift: 11.02.1983

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

14.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 716 V’

19.02.1990 Repair ‘VEHICLE COMPLETE’.
19.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 716 V’
28.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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28.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 716 V’
05.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE COMPLETE’.
11.04.1990 Repair ‘SIDE BEARER’.
11.04.1990 Repair ‘VEHICLE RECLASSIFY’.
11.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 716 V’
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘WHEEL SET’.
19.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE BEARERS’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
14.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
14.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.05.1991 Repair ‘TRAIN PIPE (END)’.
29.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
30.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
09.06.1991 Repair ‘STEP’.
09.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 716 V’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘WHEEL SET’.
02.07.1991 Repair ‘WHEEL SET’.
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
02.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 716 V’

17.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 716 V’

24.08.1991 Repair ‘BRAKE BLOCK RB95’.
24.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 716 V’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘END BRAKE COCK’.
23.10.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
05.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1992 Repair ‘BOGIE FRICTION WEDGE’.
05.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.05.1992 Repair ‘LADDER’.
05.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
24.06.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
15.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.07.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRAKE PULL ROD’.
25.09.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
25.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
16.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
19.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘WHEEL SET’.
23.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
06.01.1994 Repair ‘BRAKE BLOCK RB95’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
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06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 716 V’

07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.
(NRC031)’. New class: ‘RTOY’.

25.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1994 Repair ‘EMPTY LOAD VALVE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 716 V’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
20.05.1995 Repair ‘VEHICLE COMPLETE’.
10.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
25.10.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 717

Details: wagon ‘RTOY 717 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 30.07.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
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BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 22.08.1996
Last Triple Valve: 02.02.1994
Last Brake Cylinder: 03.04.1989
Last Single Car Test: 08.09.1993
Last Lift: 08.03.1979

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.09.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
14.02.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
14.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘HANDRAILS’.
06.07.1990 Repair ‘SIDE BEARER’.
06.07.1990 Repair ‘SIDE STEP’.
06.07.1990 Repair ‘TOP CENTRE PLATE’.
06.07.1990 Repair ‘TRAIN PIPE (END)’.
06.07.1990 Repair ‘VEHICLE RECLASSIFY’.
06.07.1990 Repair ‘WEAR PLATES & SADDLES’.
06.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 717 H’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘END BRAKE COCK’.
12.09.1990 Repair ‘HANDRAILS’.
12.09.1990 Repair ‘ISOLATING COCK’.
12.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘DOOR FRAME’.
08.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
08.03.1991 Repair ‘TANK WAG. SAFETY VALVE’.
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08.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 717 H’

18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘BOGIE SPRING’.
18.06.1991 Repair ‘BOGIE SPRING’.
18.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
18.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.08.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Repair ‘WHEEL SET’.
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
17.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
03.07.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
03.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ATOY 717 H’
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.11.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
11.11.1992 Repair ‘VEHICLE COMPLETE’.
11.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 717 H’
06.04.1993 Repair ‘BRANCH PIPE’.
06.04.1993 Repair ‘HOSE FITTINGS’.
06.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.04.1993 Repair ‘TANK WAG. SAFETY VALVE’.
29.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BOGIE BEARERS’.
14.05.1993 Repair ‘SIDE BEARER’.
14.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
17.08.1993 Repair ‘BRAKE BLOCK RB95’.
17.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 717 H’
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
08.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
13.10.1993 Repair ‘BRANCH PIPE’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 717 H’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1993 Repair ‘TRAIN PIPE (END)’.
08.12.1993 Repair ‘TRAIN PIPE’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BRANCH PIPE’.
02.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
16.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 717 H’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
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02.11.1994 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
15.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
03.11.1995 Repair ‘VEHICLE COMPLETE’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 718

Details: wagon ‘RTOY 718 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 10.06.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres
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Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 22.08.1996
Last Single Car Test: 20.10.1989
Last Lift: 24.04.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘LASHING POINT’.
20.10.1989 Repair ‘SIDE BEARER’.
20.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1989 Repair ‘VEHICLE RECLASSIFY’.
20.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 718 Q’
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
06.03.1990 Repair ‘HANDRAILS’.
06.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘HANDRAILS’.
22.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘TANK WAG. SAFETY VALVE’.
30.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
09.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘WEAR PLATES & SADDLES’.
04.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BRAKE PULL ROD’.
03.04.1992 Repair ‘HANDRAILS’.
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03.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 718 Q’

29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘WHEEL SET’.
29.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘STEP’.
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘BOGIE COMPLETE’.
30.04.1993 Repair ‘BRAKE PULL ROD’.
30.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
27.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1993 Repair ‘BRANCH PIPE’.
27.05.1993 Repair ‘HOSE FITTINGS’.
27.05.1993 Repair ‘TANK WAG. SAFETY VALVE’.
27.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
22.02.1994 Repair ‘VEHICLE COMPLETE’.
22.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 718 Q’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
24.03.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 718 Q’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Repair ‘VEHICLE COMPLETE’.

20401



2. TIMS GROUP INFORMATION - WAGONS

01.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
04.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
19.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
03.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 719

Details: wagon ‘RTOY 719 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 19.09.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres
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Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 14.10.1996
Due Triple Valve: 24.04.1996
Last Brake Cylinder: 22.06.1989
Last Single Car Test: 30.07.1991
Last Lift: 24.04.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
15.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.08.1989 Repair ‘TANK WAG. SAFETY VALVE’.
29.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.01.1990 Repair ‘WHEEL SET’.
23.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1990 Repair ‘STEP’.
13.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘WHEEL SET’.
23.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BRANCH PIPE’.
08.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
13.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.07.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
13.07.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 719 C’
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19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
19.02.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘BRANCH PIPE’.
19.07.1991 Repair ‘DOOR COMPLETE’.
19.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.07.1991 Repair ‘WHEEL SET’.
19.07.1991 Repair ‘WHEEL SET’.
19.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
19.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
16.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1991 Repair ‘BOGIE COMPLETE’.
16.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
24.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1991 Repair ‘BOGIE COMPLETE’.
24.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
23.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1991 Repair ‘WHEEL SET’.
23.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘WHEEL SET’.
10.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
24.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1992 Repair ‘BOGIE BEARERS’.
24.03.1992 Repair ‘SIDE BEARER’.
24.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
30.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1992 Repair ‘BOGIE BEARERS’.
30.04.1992 Repair ‘SIDE BEARER’.
30.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.05.1992 Repair ‘BOGIE BEARERS’.
15.05.1992 Repair ‘SIDE BEARER’.
15.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BEARERS’.
12.06.1992 Repair ‘SIDE BEARER’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
02.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE COMPLETE’.
12.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
28.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1992 Repair ‘BRAKE PULL ROD’.
28.10.1992 Repair ‘YOKE CARRIER’.
28.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
12.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
26.03.1993 Repair ‘DOOR COMPLETE’.
26.03.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘TANK WAG. SAFETY VALVE’.
14.07.1993 Repair ‘WHEEL SET’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
18.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
28.03.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 719 C’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘ATOY 719 C’
01.05.1995 Alteration complete ‘VEHICLES COMPLETED ON THE P. M. PROGRAM

FOR NRC (PMPRO1)’.
03.08.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
15.11.1995 Repair ‘VEHICLE COMPLETE’.
18.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
20.03.1996 Repair ‘VEHICLE COMPLETE’.
02.06.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
14.10.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 720

Details: wagon ‘RTOY 720 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 18.10.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

20406



2.737. Wagon classification starting with ‘RTO’

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 03.08.1996
Last Brake Cylinder: 06.06.1988
Last Single Car Test: 24.11.1989
Last Lift: 21.05.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
19.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRAKE LEVER’.
31.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
31.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
31.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
15.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1989 Repair ‘SIDE BEARER’.
23.11.1989 Repair ‘TOP CENTRE PLATE’.
23.11.1989 Repair ‘VEHICLE RECLASSIFY’.
23.11.1989 Repair ‘WEAR PLATES & SADDLES’.
23.11.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 720 V’
22.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1990 Repair ‘BRAKE PULL ROD’.
22.01.1990 Repair ‘TRAIN PIPE (END)’.
22.01.1990 Repair ‘TRAIN PIPE’.
22.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BOGIE BEARERS’.
12.02.1990 Repair ‘SIDE BEARER CLEARANCE’.
12.02.1990 Repair ‘TRAIN PIPE’.
12.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
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29.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘LADDER’.
21.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.10.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
25.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
12.11.1990 Repair ‘TANK WAG. SAFETY VALVE’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘HANDRAILS’.
21.11.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
21.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
24.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
06.05.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
23.08.1991 Repair ‘TANK WAG. STRAPS’.
23.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 720 V’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘HANDRAILS END’.
10.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1992 Repair ‘HANDRAILS END’.
05.02.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 720 V’
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
02.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1992 Repair ‘TANK WAG. STRAPS’.
19.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BRAKE PULL ROD’.
12.06.1992 Repair ‘HANDRAILS’.
12.06.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE PULL ROD’.
24.06.1992 Repair ‘HANDRAILS’.
24.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
20.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1992 Repair ‘BRAKE BLOCK RB95’.
20.07.1992 Repair ‘GRADE CONTROL VALVE’.
20.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 720 V’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BRANCH PIPE’.
25.09.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
25.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
02.10.1992 Repair ‘HANDRAILS’.
02.10.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
23.10.1992 Repair ‘HANDRAILS END’.
23.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 720 V’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘HANDRAILS END’.
24.11.1992 Repair ‘WHEEL SET’.
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
06.01.1993 Repair ‘BOGIE BEARERS’.
06.01.1993 Repair ‘SIDE BEARER’.
06.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 720 V’
06.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 720 V’
07.04.1993 Repair ‘BRANCH PIPE’.
07.04.1993 Repair ‘GRADE CONTROL VALVE’.
07.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 720 V’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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23.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 720 V’

31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BRAKE PIN’.
31.05.1993 Repair ‘WHEEL SET’.
31.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 720 V’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 720 V’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 720 V’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
16.10.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1996 Repair ‘VEHICLE COMPLETE’.
11.02.1996 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 721

Details: wagon ‘RTOY 721 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
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Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 01.01.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 06.07.1996
Last Triple Valve: 24.05.1988
Last Brake Cylinder: 30.08.1991
Last Single Car Test: 14.12.1993
Last Lift: 02.05.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

05.12.1989 Repair ‘WHEEL SET’.
05.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘ATOY 721 H’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BOGIE COMPLETE’.
08.12.1989 Repair ‘SIDE BEARER’.
08.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
20.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
24.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘TANK WAG. SAFETY VALVE’.
20.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
01.01.1991 Repair ‘COUPLER COMPLETE’.
01.01.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 721 H’
01.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
04.03.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
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04.03.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1991 Repair ‘TRAIN PIPE’.
24.06.1991 Repair ‘TRAIN PIPE’.
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
24.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
28.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1991 Repair ‘BRAKE BLOCK RB95’.
28.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
28.08.1991 Repair ‘EMPTY LOAD VALVE’.
28.08.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.08.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
28.08.1991 Repair ‘TRAIN PIPE (END)’.
28.08.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 721 H’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.09.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
08.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BRAKE PULL ROD’.
24.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
12.01.1993 Repair ‘AXLEBOX’.
12.01.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.01.1993 Repair ‘WHEEL SET’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.06.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.06.1993 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
29.06.1993 Repair ‘STEP’.
29.06.1993 Repair ‘STEP’.
29.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
29.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
29.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
27.08.1993 Repair ‘AXLEBOX’.
27.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 721 H’
06.09.1993 Repair ‘BRAKE BLOCK RB95’.
06.09.1993 Repair ‘COUPLER COMPLETE’.
06.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1993 Repair ‘DRAFT GEAR POCKET’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
06.09.1993 Repair ‘TANK WAG. STRAPS’.
06.09.1993 Repair ‘TRAIN PIPE (END)’.
06.09.1993 Repair ‘VEHICLE COMPLETE’.
06.09.1993 Repair ‘WHEEL SET’.
06.09.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 721 H’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘TRAIN PIPE (END)’.
27.10.1993 Repair ‘WHEEL SET’.
27.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
14.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 721 H’
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 721 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 721 H’
22.07.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
01.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS
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(PMPRO4)’.
07.11.1995 Repair ‘VEHICLE COMPLETE’.
19.11.1995 Repair ‘VEHICLE COMPLETE’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
10.12.1995 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 722

Details: wagon ‘RTOY 722 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 24.07.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 25.07.1996
Last Brake Cylinder: 11.11.1992
Last Single Car Test: 25.08.1993
Last Lift: 02.06.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.
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19.07.1989 Repair ‘STEP’.
19.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 722 Q’
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BOGIE COMPLETE’.
17.01.1990 Repair ‘BRAKE PULL ROD’.
17.01.1990 Repair ‘SIDE BEARER’.
17.01.1990 Repair ‘STEP’.
17.01.1990 Repair ‘VEHICLE RECLASSIFY’.
17.01.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 722 Q’
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.08.1990 Repair ‘END COMPLETE’.
07.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATOY 722 Q’
25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
25.09.1990 Repair ‘TRAIN PIPE (END)’.
25.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
22.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1990 Repair ‘CARD OR CLIP HOLDER’.
22.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BEARERS’.
12.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1990 Repair ‘BRAKE PULL ROD’.
30.11.1990 Repair ‘SIDE BEARER’.
30.11.1990 Repair ‘TOP CENTRE PLATE’.
30.11.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 722 Q’
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BOGIE BEARERS’.
12.12.1990 Repair ‘SIDE BEARER’.
12.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
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07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 722 Q’

09.11.1992 Repair ‘COUPLER COMPLETE’.
09.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1992 Repair ‘YOKE COMPLETE’.
09.11.1992 Repair ‘YOKE FOLLOWER’.
09.11.1992 Repair ‘YOKE PIN’.
09.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 722 Q’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BOGIE BEARERS’.
14.04.1993 Repair ‘SIDE BEARER’.
14.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
07.05.1993 Repair ‘BOGIE COMPLETE’.
07.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 722 Q’
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE COMPLETE’.
13.05.1993 Repair ‘SIDE BEARER’.
13.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘TANK WAG. SAFETY VALVE’.
14.07.1993 Repair ‘WHEEL SET’.
14.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1993 Repair ‘GRADE CONTROL VALVE’.
25.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 722 Q’
14.10.1993 Repair ‘BRAKE BLOCK RB101’.
14.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 722 Q’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 722 Q’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 722 Q’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 722 Q’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
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29.11.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.10.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Repair ‘VEHICLE COMPLETE’.
22.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 723

Details: wagon ‘RTOY 723 T’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 01.01.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 15.09.1996
Due Triple Valve: 15.05.1991
Last Triple Valve: 20.09.1993
Last Brake Cylinder: 18.12.1992
Last Single Car Test: 03.04.1989
Last Lift: 30.05.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
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OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

19.07.1989 Repair ‘STEP’.
19.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 723 C’
02.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1990 Repair ‘BRANCH PIPE’.
02.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.02.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.02.1990 Repair ‘TRAIN PIPE’.
02.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
26.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.05.1990 Repair ‘WHEEL SET’.
15.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘TANK WAG. SAFETY VALVE’.
30.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1991 Repair ‘BOGIE COMPLETE’.
26.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
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22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.04.1991 Repair ‘BRANCH PIPE’.
22.04.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Repair ‘TANK WAG. SAFETY VALVE’.
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
07.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BRAKE BLOCK RB95’.
20.09.1991 Repair ‘BRAKE PULL ROD’.
20.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
04.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1992 Repair ‘BRAKE PULL ROD’.
04.06.1992 Repair ‘BRANCH PIPE’.
04.06.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
18.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
20.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘WHEEL SET’.
05.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
20.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1993 Repair ‘BRANCH PIPE’.
20.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.09.1993 Repair ‘END BRAKE COCK’.
20.09.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘HOSE FITTINGS’.
11.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.
11.10.1993 Repair ‘TRAIN PIPE (END)’.
11.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
07.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 723 C’
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15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘BOGIE BEARERS’.
15.11.1993 Repair ‘SIDE BEARER’.
15.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BOGIE BEARERS’.
14.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.12.1993 Repair ‘SIDE BEARER’.
14.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘BOGIE BEARERS’.
04.02.1994 Repair ‘SIDE BEARER’.
04.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
20.03.1994 Repair ‘VEHICLE COMPLETE’.
20.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 723 C’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 723 C’
16.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Repair ‘VEHICLE COMPLETE’.
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01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC
(PMPRO1)’.

08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
04.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
23.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 724

Details: wagon ‘RTOY 724 F’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 03.11.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 08.02.1997
Last Triple Valve: 06.01.1994
Last Single Car Test: 10.04.1990
Last Lift: 01.04.1981

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.
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17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB101’.
11.07.1989 Repair ‘TRAIN PIPE (END)’.
11.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BRANCH PIPE’.
31.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘TRAIN PIPE (END)’.
19.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘TRANSOM’.
09.04.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 724 L’
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘END BRAKE COCK’.
11.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1990 Repair ‘SIDE BEARER’.
11.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘AXLEBOX’.
02.07.1990 Repair ‘BRAKE BLOCK RB95’.
02.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
02.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘HANDRAILS’.
10.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘SIDE BEARER’.
09.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
22.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1991 Repair ‘BOGIE COMPLETE’.
22.02.1991 Repair ‘BRAKE BLOCK RB95’.
22.02.1991 Repair ‘CARD OR CLIP HOLDER’.
22.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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22.02.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.02.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.02.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
09.05.1991 Repair ‘YOKE PIN’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
31.07.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
31.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
25.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘BOGIE COMPLETE’.
31.03.1992 Repair ‘LADDER’.
31.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BEARERS’.
08.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.04.1992 Repair ‘SIDE BEARER’.
08.04.1992 Repair ‘TRAIN PIPE’.
08.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
16.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1992 Repair ‘BOGIE BEARERS’.
16.04.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
06.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1992 Repair ‘BRAKE PULL ROD’.
06.07.1992 Repair ‘SIDE BEARER’.
06.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
31.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1992 Repair ‘BOGIE BEARERS’.
31.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
06.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
15.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1992 Repair ‘BRAKE PULL ROD’.
15.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 724 L’
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
29.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
18.08.1993 Repair ‘WHEEL SET’.
18.08.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 724 L’
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
30.05.1994 Repair ‘VEHICLE RECLASSIFY’.
30.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 724 L’
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
07.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
03.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
24.11.1995 Repair ‘BOGIE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.

RTOY 725

Details: wagon ‘RTOY 725 Y’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
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Diagram Book Page No.: CB T-82
Date Built: 23.09.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UA CM CN CT
Return to Service Date: 03.11.1996
Last Triple Valve: 27.10.1988
Last Brake Cylinder: 10.04.1989
Last Single Car Test: 18.11.1991
Last Lift: 15.03.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
20.11.1989 Repair ‘WHEEL SET’.
20.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
09.12.1989 Repair ‘END HOSE’.
09.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 725 U’
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
19.12.1989 Repair ‘HOSE FITTINGS’.
19.12.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.12.1989 Repair ‘TRAIN PIPE (END)’.
19.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
19.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 725 U’
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘BOGIE BEARERS’.
30.01.1990 Repair ‘SIDE BEARER’.
30.01.1990 Repair ‘TRAIN PIPE (END)’.
30.01.1990 Repair ‘TRAIN PIPE’.
30.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
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27.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 725 U’

14.05.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
10.07.1990 Repair ‘TANK WAG. SAFETY VALVE’.
10.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BRAKE PULL ROD’.
14.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
04.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BEARERS’.
15.11.1991 Repair ‘BOGIE COMPLETE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘COUPLER COMPLETE’.
15.11.1991 Repair ‘COUPLER KNUCKLE’.
15.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
15.11.1991 Repair ‘DRAFT GEAR POCKET’.
15.11.1991 Repair ‘GRADE CONTROL VALVE’.
15.11.1991 Repair ‘TRAIN PIPE’.
15.11.1991 Repair ‘UNDERFRAME COMPLETE’.
15.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 725 U’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BRAKE PULL ROD’.
20.11.1991 Repair ‘TANK WAG. SAFETY VALVE’.
20.11.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
08.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
08.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘WHEEL SET’.
09.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
28.08.1992 Repair ‘BRAKE LEVER’.
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28.08.1992 Repair ‘BRAKE PULL ROD’.
28.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 725 U’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
20.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
23.04.1993 Repair ‘VEHICLE COMPLETE’.
23.04.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 725 U’
23.04.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 725 U’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘BRAKE BLOCK RB95’.
06.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1993 Repair ‘TRAIN PIPE’.
06.08.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
10.09.1993 Repair ‘BRAKE BLOCK RB95’.
10.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 725 U’
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BRAKE BLOCK RB95’.
10.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.11.1993 Repair ‘LADDER’.
10.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Repair ‘CENTRE SILL’.
26.11.1993 Repair ‘TANK WAG. SAFETY VALVE’.
26.11.1993 Repair ‘TRAIN PIPE (END)’.
26.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
05.12.1993 Repair ‘BOGIE WEAR PLATES’.
05.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 725 U’
01.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1994 Repair ‘BRAKE BLOCK RB95’.
01.02.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.02.1994 Repair ‘TRAIN PIPE’.
01.02.1994 Repair ‘WHEEL SET’.
01.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
05.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 725 U’
09.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
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21.06.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
10.09.1996 Repair ‘VEHICLE COMPLETE’.
03.11.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 726

Details: wagon ‘RTOY 726 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 01.01.1952
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres
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Fleet Grp Code: AG AJ UZ UA CM CN CT
Return to Service Date: 19.11.1996
Last Single Car Test: 29.10.1993
Last Lift: 16.06.1986

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRANCH PIPE’.
05.09.1989 Repair ‘WHEEL SET’.
05.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Repair ‘YOKE PIN’.
24.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
06.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
06.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘WHEEL SET’.
05.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘STEP’.
31.08.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
31.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.12.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1991 Repair ‘LADDER’.
08.01.1991 Repair ‘TRAIN PIPE (END)’.
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08.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 726 G’

12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
16.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
16.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
25.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
25.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘BOGIE COMPLETE’.
02.10.1991 Repair ‘BRAKE BLOCK RB95’.
02.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘WHEEL SET’.
17.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘GRADE CONTROL VALVE’.
16.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
20.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1993 Repair ‘BRAKE BLOCK RB95’.
20.01.1993 Repair ‘END BRAKE COCK’.
20.01.1993 Repair ‘WHEEL SET’.
20.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘END BRAKE COCK’.
29.10.1993 Repair ‘HOSE FITTINGS’.
29.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
03.03.1994 Repair ‘VEHICLE COMPLETE’.
03.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
13.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
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11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 726 G’
27.05.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
22.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
06.12.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 727

Details: wagon ‘RTOY 727 J’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 27.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: CB T-82
Date Built: 28.07.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 57000 litres

Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 22.08.1996
Last Triple Valve: 22.04.1988
Last Brake Cylinder: 13.10.1993
Last Single Car Test: 13.10.1993
Last Lift: 21.05.1982

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)

20431



2. TIMS GROUP INFORMATION - WAGONS

OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘YOKE CARRIER’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘BRAKE PULL ROD’.
02.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.10.1989 Repair ‘SIDE BEARER’.
02.10.1989 Repair ‘TOP CENTRE PLATE’.
02.10.1989 Repair ‘TRANSOM’.
02.10.1989 Repair ‘VEHICLE RECLASSIFY’.
02.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 727 P’
15.04.1990 Repair ‘STEP’.
15.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 727 P’
21.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘TRAIN PIPE (END)’.
07.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
14.05.1991 Repair ‘TANK WAG. SAFETY VALVE’.
14.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘TRAIN PIPE (END)’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
11.09.1991 Repair ‘BRAKE BLOCK RB95’.
11.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 727 P’
25.08.1992 Repair ‘BRANCH PIPE’.

20432



2.737. Wagon classification starting with ‘RTO’

25.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 727 P’
08.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1992 Repair ‘BRAKE BLOCK RB95’.
08.09.1992 Repair ‘BRANCH PIPE’.
08.09.1992 Repair ‘HOSE FITTINGS’.
08.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
29.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1992 Repair ‘BRANCH PIPE’.
29.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘BRAKE PULL ROD’.
08.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
08.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRANCH PIPE’.
26.07.1993 Repair ‘HOSE FITTINGS’.
26.07.1993 Repair ‘WHEEL SET’.
26.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘BOGIE BEARERS’.
08.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1993 Repair ‘BOGIE COMPLETE’.
08.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
08.10.1993 Repair ‘BRAKE LEVER’.
08.10.1993 Repair ‘BRAKE PULL ROD’.
08.10.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.10.1993 Repair ‘COUPLER TRIGGER LEVER’.
08.10.1993 Repair ‘END FRAME MEMBER’.
08.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.10.1993 Repair ‘HANDBRAKE HANDLE’.
08.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.10.1993 Repair ‘STEP’.
08.10.1993 Repair ‘TRAIN PIPE (END)’.
08.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WHEEL SET’.
08.10.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
08.10.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 727 P’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
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08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 727 P’

27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
24.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 727 P’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
22.07.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.
26.12.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
18.05.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
23.08.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
26.04.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 800

Details: wagon ‘RTOY 800 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 21.3m
Tare Weight: 31.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5420
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Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or
Intrastate

Diagram Book Page No.: CB A-1
Date Built: 20.04.1949
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 45460 litres

Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 04.03.1996
Last Triple Valve: 25.11.1992
Last Brake Cylinder: 24.01.1990
Last Single Car Test: 25.11.1992
Last Lift: 19.11.1986

21.02.1986 Alteration complete ‘INSTALL TANKS FROM ENTO1-B AND 2-K ON
AMOX UNDERFRAME. FIT WITH 100 NB DISCHARGE PIPES API ADAPTORS
AND ‘HAZCHEM’ HOLDERS. RECLASSIFY ATOL. PLACE ON XC BOGIES.
RECLASSIFY TO ATOL 800 G. (AMOX 21 UNDERFRAME) (RS4101)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

03.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
03.07.1989 Repair ‘STEP’.
03.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
13.07.1989 Repair ‘VEHICLE COMPLETE’.
13.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 800 M’
24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘STEP’.
24.07.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘WEAR PLATES & SADDLES’.
01.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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12.12.1989 Repair ‘WEAR PLATES & SADDLES’.
12.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
24.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1990 Repair ‘BRAKE BLOCK RB95’.
24.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
24.01.1990 Repair ‘TRAIN PIPE (END)’.
24.01.1990 Repair ‘TRAIN PIPE’.
24.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘TRAIN PIPE’.
27.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1990 Repair ‘TRAIN PIPE’.
24.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
28.08.1990 Repair ‘COUPLER COMPLETE’.
28.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.08.1990 Repair ‘END COMPLETE’.
28.08.1990 Repair ‘YOKE CARRIER’.
28.08.1990 Repair ‘YOKE PIN’.
28.08.1990 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATOY 800 M’
29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 800 M’
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.09.1990 Repair ‘LADDER’.
18.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
19.10.1990 Repair ‘TANK WAG. SAFETY VALVE’.
19.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
01.11.1991 Repair ‘CENTRE SILL’.
01.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATOY 800 M’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.11.1991 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘ATOY 800 M’
12.11.1991 Repair ‘TANK WAG. SAFETY VALVE’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon
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‘ATOY 800 M’
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
20.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
09.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1992 Repair ‘BOGIE COMPLETE’.
09.01.1992 Repair ‘BRAKE BLOCK RB95’.
09.01.1992 Repair ‘SIDE BEARER’.
09.01.1992 Repair ‘VEHICLE RECLASSIFY’.
09.01.1992 Repair ‘WHEEL SET’.
09.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BEARERS’.
27.03.1992 Repair ‘SIDE BEARER’.
27.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘TRAIN PIPE’.
06.05.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
29.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1992 Repair ‘BRANCH PIPE’.
29.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘BOGIE BEARERS’.
23.07.1992 Repair ‘BRAKE PULL ROD’.
23.07.1992 Repair ‘SIDE BEARER’.
23.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1992 Repair ‘BOGIE COMPLETE’.
23.11.1992 Repair ‘BRAKE PULL ROD’.
23.11.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.11.1992 Repair ‘COUPLER COMPLETE’.
23.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.11.1992 Repair ‘YOKE COMPLETE’.
23.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 800 M’
08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE COMPLETE’.
08.12.1992 Repair ‘BRAKE PULL ROD’.
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08.12.1992 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 800 M’

12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BEARERS’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
27.02.1993 Repair ‘STEP’.
27.02.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATOY 800 M’
26.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
26.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
05.04.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
05.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
16.04.1993 Repair ‘STEP’.
16.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 800 M’
18.06.1993 Repair ‘STEP’.
18.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 800 M’
05.12.1993 Repair ‘GRADE CONTROL VALVE’.
05.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 800 M’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘END BRAKE COCK’.
08.12.1993 Repair ‘END HOSE’.
08.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 800 M’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
21.05.1994 Repair ‘VEHICLE RECLASSIFY’.
21.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 800 M’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
02.06.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Repair ‘VEHICLE COMPLETE’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
10.08.1995 Repair ‘VEHICLE COMPLETE’.
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23.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Repair ‘VEHICLE COMPLETE’.
27.09.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
21.10.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Repair ‘VEHICLE COMPLETE’.
27.12.1995 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 802

Details: wagon ‘RTOY 802 B’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 14m
Tare Weight: 30.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $11000
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB G-3
Date Built: 15.07.1965
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 43200 litres

Corporate ID flag: Y
Fleet Grp Code: AG UZ UA CM CN CT
Return to Service Date: 24.07.1996
Due Triple Valve: 31.08.1997
Last Single Car Test: 05.08.1991
Last Lift: 03.05.1986

21.02.1986 Alteration complete ‘INSTALL TANK EX CTT 1 (EX TASMANIA) ON
UNDERFRAME EX AOBX 528. FIT DISCHARGE PIPES, API ADAPTORS,
‘HAZCHEM’ HOLDER. PLACE ON XC BOGIES. RECLASSIFY ATOL 802 B. AOBX
528 (RS4103)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
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BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.08.1989 Repair ‘BRANCH PIPE’.
04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
04.08.1989 Repair ‘VEHICLE RECLASSIFY’.
04.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 802 H’
20.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 802 H’
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.03.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
28.03.1990 Repair ‘TRAIN PIPE’.
28.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘BRANCH PIPE’.
09.04.1990 Repair ‘COUPLER KNUCKLE’.
09.04.1990 Repair ‘HANDRAILS’.
09.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
30.08.1990 Repair ‘BRAKE BLOCK RB95’.
30.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 802 H’
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘HANDRAILS’.
26.11.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘TRAIN PIPE (END)’.
07.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
15.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.03.1991 Repair ‘TANK WAG. SAFETY VALVE’.
15.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
09.05.1991 Repair ‘TANK WAG. DISCHARGE VALVE’.
09.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
21.05.1991 Repair ‘DOOR COMPLETE’.
21.05.1991 Issued at location ‘Alice springs’ with a previous code of wagon
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‘ATOY 802 H’
11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘HANDRAILS’.
11.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘HANDRAILS’.
12.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1991 Repair ‘HANDRAILS’.
12.07.1991 Repair ‘HANDRAILS’.
12.07.1991 Repair ‘STEP’.
12.07.1991 Repair ‘STEP’.
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
12.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘HANDRAILS’.
30.07.1991 Repair ‘HANDRAILS’.
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
30.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
12.06.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘BRAKE BLOCK RB95’.
07.08.1992 Repair ‘BRAKE LEVER’.
07.08.1992 Repair ‘HANDRAILS’.
07.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 802 H’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘TANK WAG. STRAPS’.
12.01.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BRAKE PULL ROD’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
12.05.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘ATOY 802 H’
14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.05.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
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02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘HANDRAILS’.
02.06.1993 Repair ‘TANK WAG. SAFETY VALVE’.
02.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
07.07.1993 Repair ‘STEP’.
07.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATOY 802 H’
01.12.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
09.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
01.03.1994 Repair ‘VEHICLE COMPLETE’.
01.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 802 H’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 802 H’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
27.11.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Repair ‘VEHICLE COMPLETE’.
24.01.1996 Repair ‘VEHICLE COMPLETE’.
18.02.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Repair ‘VEHICLE COMPLETE’.
19.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.

RTOY 810

Details: wagon ‘RTOY 810 Y’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 13.4m
Tare Weight: 25.5tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7320
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB T-53
Date Built: 22.08.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATOY
BSG Code: FSTP

Capacity of 40678 litres

Corporate ID flag: Y
Fleet Grp Code: AG UA UZ CM CN CT
Return to Service Date: 14.08.1996
Last Brake Cylinder: 29.09.1989
Last Single Car Test: 15.10.1993
Last Lift: 01.01.1982

17.07.1986 Alteration complete ‘TRANSFER TANKS EX ‘TDF 2’ AND ‘TCO 13’ TO
‘AOEY’ UNDERFRAMES. FIT API ADAPTORS TO DISCHARGE PIPES, MULTIPLE
HOLE PULL RODS, AND RECLASSIFY ‘TDF 2’ TO ‘ATOL 810’ ,‘TCO 13’ TO ‘ATOL
811’. TDF 2 ON AOEY 977 TCO 13 ON AOEY 943 (RS4136)’.

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARER POCKETS AND
RESILIENT SIDEBEARERS TO 36 NO. ‘ATOF’ AND ‘ATOL’ (1435 MM GA. BOGIES)
OIL TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO
BE RECLASSIFIED ‘ATOY’ AND STENCILLED FOR 110 KM/H. BOGIES TO BE
RECLASSIFIED ‘ASSC‘. ATOF, ATOL (36 NO. TO BE SELECTED) (RS4334)’. New
class: ‘ATOY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘LADDER’.
31.07.1989 Repair ‘TRAIN PIPE (END)’.
31.07.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.08.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
10.08.1989 Repair ‘TANK WAG. SAFETY VALVE’.
10.08.1989 Repair ‘TRAIN PIPE (END)’.
10.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRAKE LEVER’.
27.09.1989 Repair ‘BRAKE PULL ROD’.
27.09.1989 Repair ‘COUPLER COMPLETE’.
27.09.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.09.1989 Repair ‘LADDER’.
27.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1989 Repair ‘SIDE BEARER’.
27.09.1989 Repair ‘SIDE STEP’.
27.09.1989 Repair ‘STEP’.
27.09.1989 Repair ‘TOP CENTRE PLATE’.
27.09.1989 Repair ‘VEHICLE RECLASSIFY’.
27.09.1989 Repair ‘YOKE COMPLETE’.
27.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATOY 810 U’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
23.03.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
23.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
14.05.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
14.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BRANCH PIPE’.
30.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.07.1991 Repair ‘YOKE PIN’.
19.07.1991 Repair ‘YOKE PIN’.
19.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
19.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
02.09.1991 Repair ‘TANK WAG. SAFETY VALVE’.
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02.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon
‘ATOY 810 U’

16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATOY 810 U’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE PULL ROD’.
05.07.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
05.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘END BRAKE COCK’.
15.10.1993 Repair ‘TANK WAG. SAFETY VALVE’.
15.10.1993 Repair ‘TRAIN PIPE (END)’.
15.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRANCH PIPE’.
07.01.1994 Repair ‘END BRAKE COCK’.
07.01.1994 Repair ‘TRAIN PIPE (END)’.
07.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘BOGIE BEARERS’.
31.01.1994 Repair ‘SIDE BEARER’.
31.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
07.04.1994 Alteration complete ‘RECLASSIFY ‘ATOY’ TANK WAGONS TO ‘RTOY‘.

(NRC031)’. New class: ‘RTOY’.
08.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATOY 810 U’
05.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
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08.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Alteration ‘VEHICLES COMPLETED ON THE P. M. PROGRAM FOR NRC

(PMPRO1)’.
08.08.1995 Alteration ‘P.M. PROGRAM FOR NRC (PMPRO2)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENACE PROGRAM ON NRC WAGONS

(PMPRO4)’.
29.01.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Repair ‘VEHICLE COMPLETE’.
10.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.

2.738 Wagon classification starting with ‘RTS’

RTSY 19

Details: wagon ‘RTSY 19 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: CB T-71
Date Built: 01.01.1969
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSL;PROPERTY OF SHELL;EX ATSY 19L
BSG Code: FSTP

Capacity of 48190 litres

Fleet Grp Code: AG AP UZ US
Return to Service Date: 04.08.1996
Due Triple Valve: 02.11.1996
Last Brake Cylinder: 28.10.1993
Last Single Car Test: 20.10.1993
Last Lift: 02.11.1987

23.09.1988 Alteration complete ‘FIT RESILIENT SIDEBEARERPOCKETS AND
RESILIENT SIDEBEARERS TO 11 NO. ‘ATSF‘& ‘ATSL’ (1435 MM GA.BOGIES)
TANK WAGONS IN ACCORDANCE WITH ME STANDARD R31. WAGONS TO BE
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RECLASSIFIED ‘ATSY’ AND STENCILLED FOR 110 KM/H OPERATION. BOGIES
TO BE RECLASSIFIED ‘ASSC‘. ATSF, ATSL (TO BE SELECTED) (RS4335)’. New
class: ‘ATSY’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘TRAIN PIPE (END)’.
10.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.08.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
28.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.09.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
01.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘TOP CENTRE PLATE’.
01.11.1989 Repair ‘YOKE SUPPORT PLATE LINER’.
01.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
04.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.01.1990 Repair ‘WEAR PLATES & SADDLES’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BEARERS’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRAKE LEVER’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘SIDE BEARER’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Repair ‘VEHICLE RECLASSIFY’.
20.03.1990 Repair ‘YOKE COMPLETE’.
20.03.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATSY 19 L’
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
20.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
22.08.1990 Repair ‘VEHICLE COMPLETE’.
22.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATSY 19 L’
23.08.1990 Repair ‘TANK WAG. STRAPS’.
23.08.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATSY 19 L’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
04.10.1990 Repair ‘END HOSE’.
04.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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31.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.01.1992 Repair ‘STEP’.
31.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
10.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1992 Repair ‘WEAR PLATES & SADDLES’.
10.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATSY 19 L’
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
15.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE BLOCK RB95’.
14.04.1993 Repair ‘BRAKE PULL ROD’.
14.04.1993 Repair ‘ISOLATING COCK’.
14.04.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
17.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
20.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1993 Repair ‘BRAKE BLOCK RB95’.
20.10.1993 Repair ‘WEAR PLATES & SADDLES’.
20.10.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘ATSY 19 L’
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
08.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.11.1993 Repair ‘WEAR PLATES & SADDLES’.
08.11.1993 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
17.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.11.1993 Repair ‘WEAR PLATES & SADDLES’.
17.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
19.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
19.01.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
22.04.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘ATSY 19 L’
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATSY 19 L’
23.09.1995 Repair ‘VEHICLE COMPLETE’.
23.09.1995 Issued at location ‘Port Augusta’ with a previous code of wagon ‘ATSY 19 L’
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12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT
VEHICLES (SAPM04)’.

24.11.1995 Repair ‘BOGIE COMPLETE’.
24.11.1995 Repair ‘VEHICLE COMPLETE’.
24.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
24.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘ATSY 19 L’
06.02.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 19 L’
18.04.1996 Repair ‘VEHICLE COMPLETE’.
18.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘ATSY 19 L’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Issued at location ‘Osborne’ with a previous code of wagon ‘ATSY 19 L’
01.08.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATSY 19 L’
04.08.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘ATSY 19 L’
16.12.1996 Repair ‘VEHICLE RECLASSIFY’.
16.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATSY 19 L’

RTSY 180

Details: wagon ‘RTSY 180 K’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Unrestricted on gauge(s) shown Inter or

Intrastate
Diagram Book Page No.: NS 241
Date Built: 21.11.1955
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL; EX ATSY 180Q
BSG Code: FSTP

Capacity of 50100 litres

Fleet Grp Code: AG
Return to Service Date: 20.08.1996
Last Brake Cylinder: 15.01.1992
Last Single Car Test: 15.01.1992
Last Lift: 04.03.1981

20449



2. TIMS GROUP INFORMATION - WAGONS

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

12.12.1989 Repair ‘BRAKE BLOCK RB95’.
12.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATSY 180 Q’
22.01.1990 Repair ‘END HOSE’.
22.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
07.02.1991 Repair ‘WHEEL SET’.
07.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
03.07.1991 Repair ‘BRAKE BLOCK RB95’.
03.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATSY 180 Q’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1992 Repair ‘BOGIE COMPLETE’.
10.01.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
10.01.1992 Repair ‘VEHICLE STENCILS’.
10.01.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATSY 180 Q’
11.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
11.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
27.08.1992 Repair ‘BOGIE COMPLETE’.
27.08.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATSY 180 Q’
06.09.1992 Repair ‘BOGIE BEARERS’.
06.09.1992 Repair ‘WHEEL SET’.
06.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
24.09.1992 Alteration complete ‘FIT MINER TCC-4500 AND STUCKI SIDEBEARER

POCKET TYPE BOGIES TO ATSF180 IN ACCORDANCE WITH M.E. STANDARD
R31. RECLASSIFY WAGON ATSY180Q. ATSF 180. (RS4733)’. New class: ‘ATSY’.

10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE BEARERS’.
10.11.1992 Repair ‘BOGIE BEARINGS’.
10.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘SIDE BEARER’.
10.11.1992 Repair ‘SIDE STEP’.
10.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1992 Repair ‘VEHICLE COMPLETE’.
10.11.1992 Repair ‘VEHICLE RECLASSIFY’.
10.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘ATSY 180 Q’
23.02.1993 Repair ‘BOGIE COMPLETE’.
23.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
12.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
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27.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
13.10.1993 Repair ‘BOGIE SIDEFRAME’.
13.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
11.01.1994 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 180 Q’
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A.

FREIGHT VEHICLES (SAPM04)’.
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 180 Q’
03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 180 Q’
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 180 Q’
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 180 Q’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATSY 180 Q’
05.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATSY 180 Q’
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Issued at location ‘One spot’ with a previous code of wagon ‘ATSY 180 Q’
16.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘ATSY 180 Q’
20.08.1996 Repair ‘VEHICLE COMPLETE’.
20.08.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 180 Q’
16.12.1996 Repair ‘VEHICLE RECLASSIFY’.
16.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATSY 180 Q’

RTSY 1341

Details: wagon ‘RTSY 1341 H’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: High Speed - Not to Run in NSW
Diagram Book Page No.: NS 245
Date Built: 22.10.1954
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: EX ATSF;PROPERTY OF SHELL; EX ATSY1341N
BSG Code: FSTP

Capacity of 49600 litres

Fleet Grp Code: AG AP
Return to Service Date: 06.07.1996
Due Triple Valve: 14.01.1994
Last Brake Cylinder: 25.01.1994
Last Single Car Test: 25.01.1994
Last Lift: 28.03.1980

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

13.04.1990 Repair ‘BRAKE BLOCK RB95’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘VEHICLE STENCILS’.
21.01.1991 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATSY 1341 N’
25.07.1991 Alteration complete ‘FIT MINER TCC-4500 AND STUCKI SIDEBEARER

POCKETS TO BOGIES OF ATSL 16, ATSF 1341 & 1342 IN ACCORDANCE WITH
ME STANDARD R31. RECLASSIFY WAGONS TO ‘ATSY’. RECLASSIFY BOGIES IN
ACCORDANCE WITH ME R40. ATSF 1341, 1342, ATSL 16. (RS4629)’. New class:
‘ATSY’.

02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
08.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1991 Repair ‘BOGIE BEARERS’.
08.08.1991 Repair ‘BOGIE COMPLETE’.
08.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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08.08.1991 Repair ‘COUPLER KNUCKLE’.
08.08.1991 Repair ‘SIDE BEARER’.
08.08.1991 Repair ‘SIDE STEP’.
08.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.08.1991 Repair ‘VEHICLE RECLASSIFY’.
08.08.1991 Repair ‘YOKE PIN’.
08.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATSY 1341 N’
27.12.1991 Repair ‘VEHICLE COMPLETE’.
27.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘ATSY 1341 N’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.02.1992 Repair ‘VEHICLE STENCILS’.
19.02.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATSY 1341 N’
28.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1992 Repair ‘BRANCH PIPE’.
28.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.01.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
06.01.1993 Repair ‘VEHICLE RENUMBERED’.
06.01.1993 Issued at location ‘Port Pirie’ with a previous code of wagon ‘ATSY 1341 N’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
05.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 1341 N’
05.03.1994 Repair ‘VEHICLE COMPLETE’.
05.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
11.07.1995 Alteration complete ‘PREVENTATIVE MAINTENANCE PROGRAM ON

COAL WAGONS FIRST PROGRAM (SAPM01)’.
12.10.1995 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM04)’.
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
22.11.1995 Repair ‘VEHICLE COMPLETE’.
22.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
25.11.1995 Repair ‘VEHICLE COMPLETE’.
25.11.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘ATSY 1341 N’
07.02.1996 Repair ‘VEHICLE COMPLETE’.
07.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATSY 1341 N’
03.05.1996 Alteration ‘PREVENTATIVE MAINTENANCE PROGRAM ON S.A. FREIGHT

VEHICLES (SAPM05)’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Repair ‘VEHICLE COMPLETE’.
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06.06.1996 Issued at location ‘Port Augusta’ with a previous code of wagon
‘ATSY 1341 N’

06.07.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Issued at location ‘Osborne’ with a previous code of wagon ‘ATSY 1341 N’
16.12.1996 Repair ‘VEHICLE RECLASSIFY’.
16.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘ATSY 1341 N’

2.739 Wagon classification starting with ‘RWA’

RWA 2600

12.10.1988 Alteration complete ‘RECLASSIFY ‘WRA 2600’ TO ‘RWA 2600’ - REFER
RS4237. (RS3101)’. New class: ‘RWA’.

14.06.1990 Repair ‘VEHICLE RECLASSIFY’.
14.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WRA 2600 B’
01.01.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
30.06.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.740 Wagon classification starting with ‘RX’

RX 9031

09.04.1990 Reclassified from wagon ‘RX 9031 P’ to ’ wagon ‘TR 3 Y’.

2.741 Wagon classification starting with ‘SAA’

SAA 1

01.03.1988 Reclassified from wagon ‘SAA 1 K’ to ’ wagon ‘ZR 1 C’.

SAA 2

14.08.1987 Reclassified from wagon ‘SAA 2 T’ to ’ wagon ‘ZR 2 L’.

SAA 3

01.03.1988 Reclassified from wagon ‘SAA 3 F’ to ’ wagon ‘ZR 3 U’.

SAA 4

19.08.1987 Reclassified from wagon ‘SAA 4 Y’ to ’ wagon ‘ZR 4 G’.

SAA 5

03.08.1987 Reclassified from wagon ‘SAA 5 A’ to ’ wagon ‘ZR 5 P’.
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2.742. Wagon classification starting with ‘SB’

SAA 6

01.03.1988 Reclassified from wagon ‘SAA 6 J’ to ’ wagon ‘ZR 6 B’.

SAA 7

01.03.1988 Reclassified from wagon ‘SAA 7 S’ to ’ wagon ‘ZR 7 K’.

SAA 8

01.03.1988 Reclassified from wagon ‘SAA 8 E’ to ’ wagon ‘ZR 8 T’.

SAA 9

01.03.1988 Reclassified from wagon ‘SAA 9 N’ to ’ wagon ‘ZR 9 F’.

SAA 11

01.03.1988 Reclassified from wagon ‘SAA 11 S’ to ’ wagon ‘ZR 11 K’.

2.742 Wagon classification starting with ‘SB’

SB 1

07.05.1987 Reclassified from wagon ‘SB 1 J’ to ’ wagon ‘ZP 1 V’.

SB 2

18.09.1989 Reclassified from wagon ‘SB 2 S’ to ’ wagon ‘ZP 2 H’.

2.743 Wagon classification starting with ‘SC’

SC 1

22.09.1987 Reclassified from wagon ‘SC 1 L’ to ’ wagon ‘ZS 1 E’.

2.744 Wagon classification starting with ‘SCD’

SCD 2

01.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
01.08.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

2.745 Wagon classification starting with ‘SCE’

SCE 14518

10.08.1988 Reclassified from wagon ‘SCE 14518 A’ to ’ wagon ‘NQIA 14518 Q’.
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2.746 Wagon classification starting with ‘SD’

SD 1

27.08.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

2.747 Wagon classification starting with ‘SF’

SF 1

Details: wagon ‘SF 1 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 8.5m
Tare Weight: 14.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1530
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W109
Date Built: 31.10.1949
Operating System: AN
Intended Use: GENERAL
Remarks: W/O 26.05.90;SHUNTING WAGON;VACUUM BRAKE
BSG Code: DTZZ

Capacity of 0.1 tonnes

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

SF 2

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.07.1995 Repair ‘VEHICLE SOLD’.

SF 3

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

2.748 Wagon classification starting with ‘SFA’

SFAC 1

Details: wagon ‘SFAC 1 J’ in AN ‘Mainland Division’.
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2.749. Wagon classification starting with ‘SFC’

Owner: A.P.P.M.
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 20.9tonne
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $3020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-79
Date Built: 12.01.1970
Operating System: AN
Intended Use: SODIUM SILICATE
Remarks: PROP.OF ASSOC. PULP & PAPER MILLS LTD.
BSG Code: FSTZ

Capacity of 16280 litres

SFAC 2

Details: wagon ‘SFAC 2 S’ in AN ‘Mainland Division’.

Owner: A.P.P.M.
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 20.9tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $3020
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-79
Date Built: 12.01.1970
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: PROP.OF ASSOC. PULP & PAPER MILLS LTD.
BSG Code: FSTA

Capacity of 16280 litres

2.749 Wagon classification starting with ‘SFC’

SFC 2

Details: wagon ‘SFC 2 M’ in AN ‘Mainland Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 13.7tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $5900
Run Restriction: Not to Run in NSW
Diagram Book Page No.: CB F-13
Date Built: 01.01.1948
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSFZ

Capacity of 25.4 tonnes

12.10.1988 Alteration ‘RECLASSIFY ‘SFC’ 2,3,4 & 5 TO ‘AZFF’ 2,3,4 & 5 - REFER
RS4237. (RS3106)’. New class: ‘AZFF’.

SFC 3

01.08.1990 Reclassified from wagon ‘SFC 3 V’ to ’ wagon ‘AZFF 3 H’.

SFC 4

11.11.1988 Reclassified from wagon ‘SFC 4 H’ to ’ wagon ‘AZFF 4 Q’.

SFC 5

14.06.1990 Reclassified from wagon ‘SFC 5 Q’ to ’ wagon ‘AZFF 5 C’.

2.750 Wagon classification starting with ‘SFL’

SFLC 1

11.11.1988 Reclassified from wagon ‘SFLC 1 T’ to ’ wagon ‘AZFF 11 U’.

SFLC 4

17.02.1989 Reclassified from wagon ‘SFLC 4 A’ to ’ wagon ‘AZFF 14 B’.

SFLC 7

01.03.1990 Reclassified from wagon ‘SFLC 7 E’ to ’ wagon ‘AZFF 17 F’.

SFLC 8

02.11.1989 Reclassified from wagon ‘SFLC 8 N’ to ’ wagon ‘AZFF 18 Y’.
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2.751. Wagon classification starting with ‘SFW’

SFLC 10

11.03.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

2.751 Wagon classification starting with ‘SFW’

SFWM 1

18.10.1991 Reclassified from wagon ‘SFWM 1 A’ to ’ wagon ‘AZXF 1 U’.

2.752 Wagon classification starting with ‘SGB’

SGBC 1

03.03.1987 Reclassified from wagon ‘SGBC 1 Y’ to ’ wagon ‘OBN 31 C’.

SGBC 2

03.03.1987 Reclassified from wagon ‘SGBC 2 A’ to ’ wagon ‘OBN 32 L’.

SGBC 3

03.03.1987 Reclassified from wagon ‘SGBC 3 J’ to ’ wagon ‘OBN 33 U’.

SGBC 4

03.03.1987 Reclassified from wagon ‘SGBC 4 S’ to ’ wagon ‘OBN 34 G’.

SGBC 5

03.03.1987 Reclassified from wagon ‘SGBC 5 E’ to ’ wagon ‘OBN 35 P’.

SGBZ 7

09.03.1988 Reclassified from wagon ‘SGBZ 7 W’ to ’ wagon ‘AST 3 L’.

SGBZ 21

20.07.1991 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
27.03.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

SGBZ 43

30.08.1989 Repair ‘VEHICLE SOLD’.

SGBZ 44

23.02.1988 Reclassified from wagon ‘SGBZ 44 E’ to ’ wagon ‘AST 2 C’.
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SGBZ 63

30.08.1989 Repair ‘VEHICLE SOLD’.

SGBZ 66

04.04.1987 Reclassified from wagon ‘SGBZ 66 P’ to ’ wagon ‘AST 1 Q’.

2.753 Wagon classification starting with ‘SGC’

SGC 3

28.04.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

SGC 16

Details: wagon ‘SGC 16 M’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 15.9tonne
Current Gauge: Narrow
Gauge Restrictions: N/S/B
Bogie Configuration: 2X2
Original Cost: $6160
Run Restriction: Not to Run in NSW
Diagram Book Page No.: CB G-15
Date Built: 08.04.1943
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 27.05.89;SOLD TO PRRPS 16.10.89
BSG Code: SMOZ

Capacity of 30.5 tonnes

16.10.1989 Repair ‘VEHICLE SOLD’.
16.10.1989 Issued at location ‘Stirling North’ with a previous code of wagon

‘AZOA 16 D’
10.10.1991 Repair ‘VEHICLE RECLASSIFY’.
10.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘AZOA 16 D’

SGC 18

28.02.1990 Reclassified from wagon ‘SGC 18 H’ to ’ wagon ‘AZVL 18 R’.
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2.754. Wagon classification starting with ‘SLC’

SGC 29

31.01.1991 Reclassified from wagon ‘SGC 29 B’ to ’ wagon ‘EZOA 29 T’.

SGC 36

07.11.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

SGC 44

29.04.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
29.07.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

SGC 47

14.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.754 Wagon classification starting with ‘SLC’

SLC 1

Details: wagon ‘SLC 1 P’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6590
Run Restriction: Not to Run in NSW
Diagram Book Page No.: CB V-16
Date Built: 02.10.1946
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 22.07.89;SOLD TO ARHS 11.10.89
BSG Code: SBLZ

Capacity of 22.4 tonnes

20.04.1989 Reclassified from wagon ‘SLC 1 P’ to ’ wagon ‘AZLF 4 L’.
17.04.1990 Repair ‘VEHICLE RENUMBERED’.
17.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘SLC 24 M’
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SLC 2

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
03.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

SLC 3

Details: wagon ‘SLC 3 K’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW
Diagram Book Page No.: CB V-15
Date Built: 30.08.1939
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O & SOLD TO ARHS 19.07.89
BSG Code: SBLZ

Capacity of 22.4 tonnes

19.07.1989 Repair ‘VEHICLE SOLD’.

SLC 5

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
04.05.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

SLC 22

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

SLC 24

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.10.1989 Repair ‘VEHICLE SOLD’.
17.04.1990 Reclassified from wagon ‘SLC 24 M’ to ’ wagon ‘SLC 1 P’.

SLC 27

Details: wagon ‘SLC 27 Q’ in AN ‘Mainland Division’.

Owner: AN
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2.755. Wagon classification starting with ‘SLW’

Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
Original Cost: $6590
Run Restriction: Not to Run in NSW
Diagram Book Page No.: CB V-16
Date Built: 10.10.1946
Operating System: ARHS
Intended Use: GENERAL
Remarks: W/O 03.02.90;SOLD TO ARHS 08.12.90
BSG Code: SBLZ

Capacity of 22.4 tonnes

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
08.06.1990 Repair ‘VEHICLE SOLD’.

SLC 34

Details: wagon ‘SLC 34 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB V-16
Date Built: 01.10.1946
Operating System: AN
Intended Use: GENERAL
Remarks: TO TASMANIA;STORED
BSG Code: FTLZ

Capacity of 22.4 tonnes

2.755 Wagon classification starting with ‘SLW’

SLWC 1

23.02.1990 Repair ‘HANDRAILS’.
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03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
06.11.1990 Repair ‘VEHICLE SOLD’.

SLWC 5

15.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
20.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

SLWC 7

Details: wagon ‘SLWC 7 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 17.3tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $6360
Run Restriction: Not to Run in NSW
Diagram Book Page No.: CB V-17
Date Built: 01.01.1943
Operating System: AN
Intended Use: GENERAL
Remarks: CCE USE
BSG Code: DSLZ

Capacity of 24.4 tonnes

12.10.1988 Alteration ‘RECLASSIFY ‘SLC’, ‘SLWC’ TO ‘AZLF’ - REFER RS4237.
(RS3093)’. New class: ‘AZLF’.

SLWC 9

12.11.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

SLWC 11

05.03.1987 Alteration complete “SLWC’ VANS TO BE PLACED ON 30 TONNE ROLLER
BEARING BOGIES (1435MM GA) RETAIN EXISTING SERIAL NUMBERS AND
CLASSIFICATION. STENCIL ‘FOR C.C.E. USE ONLY’. SLWC 1, 7, 11, 13, 18 - 20.
(RS4184)’.

23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘VEHICLE COMPLETE’.
03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.756. Wagon classification starting with ‘SLZ’

SLWC 12

03.12.1987 Reclassified from wagon ‘SLWC 12 M’ to ’ wagon ‘AZLF 12 B’.

SLWC 18

03.02.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.03.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

SLWC 20

21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1990 Repair ‘BRAKE LEVER’.
23.07.1990 Repair ‘TRAIN PIPE (END)’.
06.11.1990 Repair ‘VEHICLE SOLD’.

2.756 Wagon classification starting with ‘SLZ’

SLZ 10

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.07.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

SLZ 18

03.03.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
07.12.1990 Repair ‘VEHICLE SOLD’.

2.757 Wagon classification starting with ‘SP’

SP 1

01.11.1989 Reclassified from wagon ‘SP 1 Y’ to ’ wagon ‘AZZF 1 D’.

SP 2

10.05.1989 Reclassified from wagon ‘SP 2 A’ to ’ wagon ‘AZZF 2 M’.

SP 3

11.05.1989 Reclassified from wagon ‘SP 3 J’ to ’ wagon ‘AZZF 3 V’.

2.758 Wagon classification starting with ‘SR’

SR 1

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.
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SR 2

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
14.09.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

SR 3

Details: wagon ‘SR 3 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 10.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2680
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W126
Date Built: 10.01.1957
Operating System: AN
Intended Use: SLEEPERS
Remarks: EX KFD;VACUUM BRAKE
BSG Code: DTFT

Capacity of 31 tonnes

19.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘COUPLER COMPLETE’.
19.07.1989 Repair ‘END COMPLETE’.
19.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.12.1990 Repair ‘BOGIE COMPLETE’.
17.12.1990 Repair ‘BRAKE BLOCK RB95’.
17.12.1990 Repair ‘BRAKE PIN’.
17.12.1990 Repair ‘COUPLER COMPLETE’.
17.12.1990 Repair ‘TRAIN PIPE’.
17.12.1990 Repair ‘WHEEL SET’.
20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1992 Repair ‘BOGIE COMPLETE’.
20.01.1992 Repair ‘BRAKE BLOCK RB95’.
20.01.1992 Repair ‘COUPLER COMPLETE’.

2.759 Wagon classification starting with ‘SRR’

SRRC 1

Details: wagon ‘SRRC 1 P’ in AN ‘Mainland Division’.
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2.760. Wagon classification starting with ‘ST’

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 19.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: CB V-21
Date Built: 01.01.1948
Operating System: AN
Intended Use: GENERAL
Remarks: CCE CAMP UNIT
BSG Code: DSFZ

Capacity of 0.1 tonnes

12.10.1988 Alteration ‘RECLASSIFY ‘SRRC 1’ TO ‘AZUF 1’ - REFER RS4237. (RS3094)’.
New class: ‘AZUF’.

28.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

2.760 Wagon classification starting with ‘ST’

ST 5

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

ST 6

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ST 8

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ST 10

Details: wagon ‘ST 10 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W47
Date Built: 01.01.1959
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: PRIVATELY OWNED;VACUUM BRAKE
BSG Code: FTTD

Capacity of 24250 litres

Capacity of 34 tonnes

ST 11

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

ST 12

26.09.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

ST 13

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

2.761 Wagon classification starting with ‘STD’

STDC 601

18.10.1991 Reclassified from wagon ‘STDC 601 T’ to ’ wagon ‘ATDF 601 N’.

STDF 8

19.03.1991 Reclassified from wagon ‘STDF 8 G’ to ’ wagon ‘TDF 8 D’.

STDF 10

19.03.1991 Reclassified from wagon ‘STDF 10 L’ to ’ wagon ‘TDF 10 X’.

STDF 11

19.03.1991 Reclassified from wagon ‘STDF 11 U’ to ’ wagon ‘TDF 11 R’.

STDF 12

19.03.1991 Reclassified from wagon ‘STDF 12 G’ to ’ wagon ‘TDF 12 D’.
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2.762. Wagon classification starting with ‘STM’

STDF 15

09.03.1991 Reclassified from wagon ‘STDF 15 K’ to ’ wagon ‘TDF 15 H’.

2.762 Wagon classification starting with ‘STM’

STMC 351

18.11.1988 Reclassified from wagon ‘STMC 351 T’ to ’ wagon ‘ATMF 351 N’.

STMC 352

04.08.1989 Reclassified from wagon ‘STMC 352 F’ to ’ wagon ‘ATMF 352 W’.

2.763 Wagon classification starting with ‘STO’

STOC 651

01.03.1990 Reclassified from wagon ‘STOC 651 A’ to ’ wagon ‘ATWF 651 S’.

STOC 652

18.11.1988 Reclassified from wagon ‘STOC 652 J’ to ’ wagon ‘ATDF 652 Q’.

STOC 653

Details: wagon ‘STOC 653 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7680
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-74
Date Built: 01.01.1906
Operating System: AN
Intended Use: DISTILLATE
BSG Code: DSTP

Capacity of 22700 litres

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.
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14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘BOGIE SPRING’.
14.07.1989 Repair ‘BRAKE BLOCK RB95’.
12.10.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.10.1989 Repair ‘VEHICLE STENCILS’.

STOC 654

Details: wagon ‘STOC 654 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 17.4tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $9730
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-75
Date Built: 01.01.1951
Operating System: AN
Intended Use: DISTILLATE
BSG Code: DSTP

Capacity of 22730 litres

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

19.07.1989 Repair ‘STEP’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
21.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.12.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
05.12.1990 Repair ‘TANK WAG. SAFETY VALVE’.
08.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1991 Repair ‘WHEEL SET’.
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05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.11.1991 Repair ‘COUPLER TRIGGER LEVER’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.

STOC 655

10.02.1992 Reclassified from wagon ‘STOC 655 N’ to ’ wagon ‘ATDF 655 U’.

STOC 656

Details: wagon ‘STOC 656 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7070
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-76
Date Built: 01.01.1906
Operating System: AN
Intended Use: DISTILLATE
BSG Code: DSTP

Capacity of 22700 litres

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘BRAKE BLOCK RB101’.
11.09.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.09.1990 Repair ‘VEHICLE STENCILS’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.11.1991 Repair ‘VEHICLE STENCILS’.
06.10.1992 Repair ‘HANDRAILS END’.
06.10.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1992 Repair ‘BOGIE BEARINGS’.
05.11.1992 Repair ‘BRAKE BLOCK RB95’.
05.11.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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05.11.1992 Repair ‘VEHICLE STENCILS’.
01.03.1994 Repair ‘VEHICLE COMPLETE’.

STOC 657

Details: wagon ‘STOC 657 X’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 18tonne
Current Gauge: Standard
Gauge Restrictions: S/B
Bogie Configuration: 2X2
Original Cost: $7070
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-76
Date Built: 01.01.1906
Operating System: AN
Intended Use: DISTILLATE
BSG Code: DSTP

Capacity of 22500 litres

17.02.1989 Alteration complete ‘WELD TOP & BOTTOM SHELVES TO AUTO
COUPLERS OF ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY
FITTED WITH SHELVES. (RS4386)’.

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘GRADE CONTROL VALVE’.
18.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1989 Repair ‘BRAKE LEVER’.
18.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.11.1989 Repair ‘GRADE CONTROL VALVE’.
03.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1990 Repair ‘TRAIN PIPE (END)’.
03.01.1990 Repair ‘TRAIN PIPE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘WHEEL SET’.
28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE COMPLETE’.
04.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.11.1990 Repair ‘TANK WAG. SAFETY VALVE’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘BOGIE COMPLETE’.
06.03.1992 Repair ‘COUPLER COMPLETE’.
06.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.03.1992 Repair ‘HANDRAILS END’.
06.03.1992 Repair ‘STEP’.
09.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.03.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1992 Repair ‘VEHICLE STENCILS’.

2.764 Wagon classification starting with ‘STS’

STSC 2

23.07.1987 Reclassified from wagon ‘STSC 2 X’ to ’ wagon ‘ATMF 106 E’.

STSC 6

04.07.1986 Reclassified from wagon ‘STSC 6 V’ to ’ wagon ‘ATSL 6 Q’.

STSC 7

22.07.1987 Reclassified from wagon ‘STSC 7 H’ to ’ wagon ‘ATMY 4851 K’.

STSC 10

16.10.1989 Reclassified from wagon ‘STSC 10 V’ to ’ wagon ‘ATSL 10 Q’.

STSC 11

16.12.1987 Reclassified from wagon ‘STSC 11 H’ to ’ wagon ‘ATSL 11 C’.

2.765 Wagon classification starting with ‘STW’

STW 2

24.01.1989 Reclassified from wagon ‘STW 2 X’ to ’ wagon ‘ATRX 2 C’.

STW 3

28.02.1990 Reclassified from wagon ‘STW 3 R’ to ’ wagon ‘ATWF 3 A’.

STW 4

02.09.1988 Reclassified from wagon ‘STW 4 D’ to ’ wagon ‘ATRX 3 L’.
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STW 5

28.02.1990 Reclassified from wagon ‘STW 5 M’ to ’ wagon ‘ATWF 5 S’.

STW 6

26.01.1989 Reclassified from wagon ‘STW 6 V’ to ’ wagon ‘ATRX 4 U’.

STW 7

28.02.1990 Reclassified from wagon ‘STW 7 H’ to ’ wagon ‘ATWF 7 N’.

STW 8

28.02.1990 Reclassified from wagon ‘STW 8 Q’ to ’ wagon ‘ATWF 8 W’.

STWC 1

28.02.1990 Reclassified from wagon ‘STWC 1 L’ to ’ wagon ‘ATWF 1 F’.

STWC 2

Details: wagon ‘STWC 2 U’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N/S/B
Bogie Configuration: 2X2
Original Cost: $7010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-77
Date Built: 01.01.1956
Operating System: PRRPS
Intended Use: WATER
Remarks: W/O 22.07.89;SOLD TO PRRPS 11.09.89
BSG Code: SMTW

Capacity of 20450 litres

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1989 Repair ‘VEHICLE SOLD’.
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STWC 3

Details: wagon ‘STWC 3 G’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N/S/B
Bogie Configuration: 2X2
Original Cost: $7010
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-77
Date Built: 01.05.1957
Operating System: PRRPS
Intended Use: WATER
Remarks: W/O 22.07.89;SOLD TO PRRPS 15.09.89
BSG Code: SMTW

Capacity of 20450 litres

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.09.1989 Repair ‘VEHICLE SOLD’.

STWC 4

Details: wagon ‘STWC 4 P’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 9.5m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N/S/B
Bogie Configuration: 2X2
Original Cost: $9730
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-78
Date Built: 01.02.1952
Operating System: ON LOAN
Intended Use: POISON MIXING
Remarks: ON LOAN SPRPS
BSG Code: SMTZ

Capacity of 22700 litres

20475



2. TIMS GROUP INFORMATION - WAGONS

2.766 Wagon classification starting with ‘SWT’

SWT 5

Details: wagon ‘SWT 5 J’ in AN ‘Mainland Division’.

Owner: 3801 LTD
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1938
Operating System: SRA OF NSW
Intended Use: WATER
Remarks: TRAVELLING WATER TANK
BSG Code: NSTW

Capacity of 31822 litres

Capacity of 56 tonnes

2.767 Wagon classification starting with ‘T’

T 1

Details: wagon ‘T 1 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 4.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $540
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1919
Operating System: AN
Intended Use: DISTILLATE
Remarks: VACUUM BRAKE
BSG Code: DUTP

Capacity of 5900 litres
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T 2

Details: wagon ‘T 2 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.1m
Tare Weight: 7.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $540
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1919
Operating System: AN
Intended Use: DISTILLATE
Remarks: VACUUM BRAKE
BSG Code: DUTP

Capacity of 5900 litres

T 249

30.08.1989 Reclassified from wagon ‘T 249 J’ to ’ wagon ‘ATWF 249 X’.

T 283

15.03.1989 Reclassified from wagon ‘T 283 K’ to ’ wagon ‘ATWF 283 J’.

T 488

15.03.1989 Reclassified from wagon ‘T 488 A’ to ’ wagon ‘ATWF 488 W’.

T 491

12.12.1989 Reclassified from wagon ‘T 491 Y’ to ’ wagon ‘ATWF 491 N’.

T 492

08.03.1989 Reclassified from wagon ‘T 492 A’ to ’ wagon ‘ATWF 492 W’.

2.768 Wagon classification starting with ‘TA’

TA 4854

Details: wagon ‘TA 4854 R’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6480
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB T-9
Date Built: 30.01.1929
Operating System: AN
Intended Use: ACID SULPHURIC
Remarks: TANK REMOVED-U/F TO TAS;STORED
BSG Code: FTTA

Capacity of 20450 litres

TA 4874

27.02.1989 Reclassified from wagon ‘TA 4874 K’ to ’ wagon ‘TU 5 P’.

TA 8450

25.09.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
23.10.1993 Repair ‘VEHICLE SOLD’.

TA 8452

26.05.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
13.04.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

TA 9017

22.07.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
11.09.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.769 Wagon classification starting with ‘TB’

TB 183

16.12.1987 Reclassified from wagon ‘TB 183 H’ to ’ wagon ‘ATSF 183 N’.

2.770 Wagon classification starting with ‘TC’

TC 103

01.09.1989 Reclassified from wagon ‘TC 103 Y’ to ’ wagon ‘ATBL 103 Y’.
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TC 8463

Details: wagon ‘TC 8463 Q’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 14.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted
Date Built: 01.01.1926
Operating System: ARHS
Intended Use: PETROLEUM PRODS
BSG Code: SDTP

Capacity of 20500 litres

TC 8499

Details: wagon ‘TC 8499 C’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 14.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted
Date Built: 01.01.1926
Operating System: ARHS
Intended Use: PETROLEUM PRODS
BSG Code: SDTP

Capacity of 20800 litres

2.771 Wagon classification starting with ‘TCO’

TCO 2

26.10.1988 Reclassified from wagon ‘TCO 2 U’ to ’ wagon ‘ATDF 2 D’.

TCO 5

06.12.1988 Reclassified from wagon ‘TCO 5 B’ to ’ wagon ‘ATDF 8 L’.
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TCO 12

12.12.1988 Reclassified from wagon ‘TCO 12 F’ to ’ wagon ‘ATDF 12 L’.

TCO 20

07.12.1988 Reclassified from wagon ‘TCO 20 S’ to ’ wagon ‘ATDF 20 B’.

2.772 Wagon classification starting with ‘TDF’

TDF 3

29.11.1988 Reclassified from wagon ‘TDF 3 E’ to ’ wagon ‘ATDF 3 M’.

TDF 4

28.11.1988 Reclassified from wagon ‘TDF 4 N’ to ’ wagon ‘ATDF 4 V’.

TDF 5

20.12.1988 Reclassified from wagon ‘TDF 5 W’ to ’ wagon ‘ATDF 5 H’.

TDF 6

13.12.1988 Reclassified from wagon ‘TDF 6 X’ to ’ wagon ‘ATDF 6 Q’.

TDF 8

18.08.1988 Alteration complete ‘PLACE RIDE CONTROL BOGIES 50 TONNE
CAPACITY UNDER ‘STDF’ TANKS. (RS4310)’.

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘STDF 8 G’
01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TDF 9

29.11.1988 Reclassified from wagon ‘TDF 9 M’ to ’ wagon ‘ATDF 9 U’.

TDF 10

18.08.1988 Alteration complete ‘PLACE RIDE CONTROL BOGIES 50 TONNE
CAPACITY UNDER ‘STDF’ TANKS. (RS4310)’.

25.07.1989 Repair ‘END BRAKE COCK’.
25.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘STDF 10 L’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
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19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘STDF 10 L’
01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TDF 11

18.08.1988 Alteration complete ‘PLACE RIDE CONTROL BOGIES 50 TONNE
CAPACITY UNDER ‘STDF’ TANKS. (RS4310)’.

25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘STDF 11 U’
09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO

ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.
19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘STDF 11 U’
01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TDF 12

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

19.03.1991 Repair ‘VEHICLE RECLASSIFY’.
19.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘STDF 12 G’
01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TDF 15

18.08.1988 Alteration complete ‘PLACE RIDE CONTROL BOGIES 50 TONNE
CAPACITY UNDER ‘STDF’ TANKS. (RS4310)’.

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

09.03.1991 Repair ‘VEHICLE RECLASSIFY’.
09.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘STDF 15 K’
01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TDF 17

02.12.1988 Reclassified from wagon ‘TDF 17 C’ to ’ wagon ‘ATDF 17 K’.

TDF 19

14.06.1988 Reclassified from wagon ‘TDF 19 U’ to ’ wagon ‘ATDF 19 F’.

2.773 Wagon classification starting with ‘TDS’

TDS 18013

Details: wagon ‘TDS 18013 M’ in AN ‘Mainland Division’.

Owner: AN
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Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 15.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9730
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CN 56C
Date Built: 01.01.1951
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: WITH HEATING COILS;TO P.A. 21.03.85
BSG Code: FSTP

Capacity of 22700 litres

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BOGIE COMPLETE’.
11.12.1989 Repair ‘STRIKING CASTING’.
11.12.1989 Repair ‘TANK WAG. SAFETY VALVE’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.12.1989 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
22.06.1990 Repair ‘BRAKE BLOCK RB95’.
11.03.1991 Repair ‘STEP’.
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘TANK WAG. SAFETY VALVE’.
22.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

2.774 Wagon classification starting with ‘TF’

TF 798

12.12.1990 Reclassified from wagon ‘TF 798 S’ to ’ wagon ‘ATWF 798 F’.
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TF 800

25.04.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
12.08.1992 Repair ‘VEHICLE CUT FOR SCRAP’.

TF 801

21.07.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
24.10.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

TF 803

23.11.1988 Reclassified from wagon ‘TF 803 A’ to ’ wagon ‘ATWF 803 K’.

TF 804

17.03.1989 Reclassified from wagon ‘TF 804 J’ to ’ wagon ‘ATWF 804 T’.

TF 809

14.10.1988 Reclassified from wagon ‘TF 809 X’ to ’ wagon ‘ATWF 809 S’.

TF 811

18.11.1988 Reclassified from wagon ‘TF 811 N’ to ’ wagon ‘ATWF 811 A’.

2.775 Wagon classification starting with ‘TG’

TG 489

03.05.1989 Reclassified from wagon ‘TG 489 A’ to ’ wagon ‘ATWF 489 X’.

TG 493

10.02.1989 Reclassified from wagon ‘TG 493 A’ to ’ wagon ‘ATWF 493 X’.

2.776 Wagon classification starting with ‘TJ’

TJ 1346

05.01.1989 Reclassified from wagon ‘TJ 1346 P’ to ’ wagon ‘ATWF 1346 R’.

2.777 Wagon classification starting with ‘TK’

TK 1548

21.07.1989 Reclassified from wagon ‘TK 1548 D’ to ’ wagon ‘ATWF 1548 D’.
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TK 1549

06.02.1989 Reclassified from wagon ‘TK 1549 M’ to ’ wagon ‘ATWF 1549 M’.

TK 1550

13.12.1989 Reclassified from wagon ‘TK 1550 X’ to ’ wagon ‘ATWF 1550 X’.

TK 1551

30.08.1989 Reclassified from wagon ‘TK 1551 R’ to ’ wagon ‘ATWF 1551 R’.

TK 1552

23.11.1988 Reclassified from wagon ‘TK 1552 D’ to ’ wagon ‘ATWF 1552 D’.

TK 1553

15.03.1989 Reclassified from wagon ‘TK 1553 M’ to ’ wagon ‘ATWF 1553 M’.

TK 1554

15.03.1989 Reclassified from wagon ‘TK 1554 V’ to ’ wagon ‘ATWF 1554 V’.

TK 1555

Details: wagon ‘TK 1555 H’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 23.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $5790
Diagram Book Page No.: NS 261
Date Built: 03.04.1959
Operating System: AN
Intended Use: WATER
Remarks: STORED 18.02.93 LGP
BSG Code: DSTW

Capacity of 50000 litres

12.10.1988 Alteration ‘RECLASSIFY ‘T’, ‘TF’, ‘TG’, ‘TJ’, ‘TK’, ‘TL’, ‘TN’, ‘TW’, ‘STW’,
STWC TO ‘ATWF’ REFER RS4237. (RS3086)’. New class: ‘ATWF’.

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE LEVER’.

20484



2.778. Wagon classification starting with ‘TL’

05.10.1989 Repair ‘BRAKE PULL ROD’.
05.10.1989 Repair ‘CARD OR CLIP HOLDER’.
05.10.1989 Repair ‘TRAIN PIPE (END)’.
20.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.04.1994 Repair ‘VEHICLE COMPLETE’.

TK 1556

08.06.1989 Reclassified from wagon ‘TK 1556 Q’ to ’ wagon ‘ATWF 1556 Q’.

TK 1557

01.08.1989 Reclassified from wagon ‘TK 1557 C’ to ’ wagon ‘ATWF 1557 C’.

TK 1734

04.10.1990 Reclassified from wagon ‘TK 1734 T’ to ’ wagon ‘ATWF 1734 T’.

TK 1735

19.04.1989 Reclassified from wagon ‘TK 1735 F’ to ’ wagon ‘ATWF 1735 F’.

TK 1736

29.11.1988 Reclassified from wagon ‘TK 1736 Y’ to ’ wagon ‘ATWF 1736 Y’.

2.778 Wagon classification starting with ‘TL’

TL 2583

18.12.1989 Reclassified from wagon ‘TL 2583 V’ to ’ wagon ‘ATWF 2583 T’.

TL 2584

13.12.1989 Reclassified from wagon ‘TL 2584 H’ to ’ wagon ‘ATWF 2584 F’.

TL 2585

16.12.1988 Reclassified from wagon ‘TL 2585 Q’ to ’ wagon ‘ATWF 2585 Y’.

TL 2586

20.06.1989 Reclassified from wagon ‘TL 2586 C’ to ’ wagon ‘ATWF 2586 A’.

TL 2587

02.12.1988 Reclassified from wagon ‘TL 2587 L’ to ’ wagon ‘ATWF 2587 J’.
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TL 2588

16.12.1988 Reclassified from wagon ‘TL 2588 U’ to ’ wagon ‘ATWF 2588 S’.

TL 2589

11.11.1988 Reclassified from wagon ‘TL 2589 G’ to ’ wagon ‘ATWF 2589 E’.

TL 2590

08.03.1989 Reclassified from wagon ‘TL 2590 C’ to ’ wagon ‘ATWF 2590 A’.

TL 2591

16.12.1988 Reclassified from wagon ‘TL 2591 L’ to ’ wagon ‘ATWF 2591 J’.

TL 2592

07.09.1989 Reclassified from wagon ‘TL 2592 U’ to ’ wagon ‘ATWF 2592 S’.

2.779 Wagon classification starting with ‘TM’

TM 1

12.04.1989 Reclassified from wagon ‘TM 1 J’ to ’ wagon ‘ZG 3 V’.

TM 2

26.07.1989 Reclassified from wagon ‘TM 2 S’ to ’ wagon ‘ZX 1 Y’.

TM 25

07.04.1987 Reclassified from wagon ‘TM 25 P’ to ’ wagon ‘TU 14 Y’.

TM 100

Details: wagon ‘TM 100 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 10tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CB V-3
Date Built: 01.01.1964
Operating System: AN

20486



2.780. Wagon classification starting with ‘TME’

Intended Use: GENERAL
Remarks: U/F EX ARBX9009
BSG Code: FTTZ

Capacity of 33.6 tonnes

09.02.1990 Alteration ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT NEW E.Z.
ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘20.9tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

12.02.1990 Alteration complete ‘TEMPORARY TANK TRANSPORT WAGON,
RECLASSIFY ARBX 9009 TO TM 1 (2128)’. New class: ‘TM’.

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BRAKE LEVER’.
02.04.1990 Repair ‘BRAKE PULL ROD’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘BRAKE BLOCK OTHER’.
12.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.05.1991 Repair ‘VEHICLE RETARE’.

TM 101

27.07.1990 Reclassified from wagon ‘TM 101 Q’ to ’ wagon ‘TR 9 W’.

2.780 Wagon classification starting with ‘TME’

TME 26446

25.07.1988 Reclassified from wagon ‘TME 26446 Y’ to ’ wagon ‘NZTA 26446 Y’.

2.781 Wagon classification starting with ‘TMX’

TMX 26436

31.10.1989 Reclassified from wagon ‘TMX 26436 R’ to ’ wagon ‘NZTX 26436 G’.

2.782 Wagon classification starting with ‘TN’

TN 3180

14.09.1989 Reclassified from wagon ‘TN 3180 W’ to ’ wagon ‘ATWF 3180 Q’.

TN 3181

26.09.1990 Reclassified from wagon ‘TN 3181 X’ to ’ wagon ‘ATWF 3181 C’.

TN 3182

12.12.1988 Reclassified from wagon ‘TN 3182 R’ to ’ wagon ‘ATWF 3182 L’.
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TN 3183

12.06.1990 Reclassified from wagon ‘TN 3183 D’ to ’ wagon ‘ATWF 3183 U’.

TN 3184

29.01.1991 Reclassified from wagon ‘TN 3184 M’ to ’ wagon ‘ATWF 3184 G’.

TN 3185

28.02.1991 Reclassified from wagon ‘TN 3185 V’ to ’ wagon ‘ATWF 3185 P’.

TN 3186

02.05.1989 Reclassified from wagon ‘TN 3186 H’ to ’ wagon ‘ATWF 3186 B’.

TN 3187

18.12.1990 Reclassified from wagon ‘TN 3187 Q’ to ’ wagon ‘ATWF 3187 K’.

TN 3188

17.12.1990 Reclassified from wagon ‘TN 3188 C’ to ’ wagon ‘ATWF 3188 T’.

TN 3189

02.11.1989 Reclassified from wagon ‘TN 3189 L’ to ’ wagon ‘ATWF 3189 F’.

TN 3190

08.06.1989 Reclassified from wagon ‘TN 3190 H’ to ’ wagon ‘ATWF 3190 B’.

TN 3191

07.08.1990 Reclassified from wagon ‘TN 3191 Q’ to ’ wagon ‘ATWF 3191 K’.

TN 3192

29.11.1988 Reclassified from wagon ‘TN 3192 C’ to ’ wagon ‘ATWF 3192 T’.

TN 3193

29.11.1988 Reclassified from wagon ‘TN 3193 L’ to ’ wagon ‘ATWF 3193 F’.

TN 3194

20.02.1991 Reclassified from wagon ‘TN 3194 U’ to ’ wagon ‘ATWF 3194 Y’.
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2.783 Wagon classification starting with ‘TOA’

TOA 27

13.06.1990 Reclassified from wagon ‘TOA 27 R’ to ’ wagon ‘ATBL 27 N’.

TOA 66

03.08.1990 Reclassified from wagon ‘TOA 66 R’ to ’ wagon ‘ATMF 66 W’.

TOA 495

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE BLOCK RB95’.
20.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
20.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
20.10.1989 Repair ‘HANDBRAKE HANDLE’.
20.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.10.1989 Repair ‘VEHICLE STENCILS’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.11.1989 Repair ‘VEHICLE STENCILS’.
30.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1990 Repair ‘VEHICLE STENCILS’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘TRAIN PIPE’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘TRAIN PIPE’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘BRAKE BLOCK RB95’.
24.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
24.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1990 Repair ‘VEHICLE STENCILS’.
15.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1991 Repair ‘BOGIE BEARINGS’.
15.11.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.11.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.11.1991 Repair ‘VEHICLE STENCILS’.
30.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.10.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.11.1994 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
21.11.1994 Repair ‘VEHICLE CUT FOR SCRAP’.
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2.784 Wagon classification starting with ‘TOB’

TOB 797

Details: wagon ‘TOB 797 K’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1280
Diagram Book Page No.: NS 243
Date Built: 13.02.1943
Operating System: AN
Intended Use: DISTILLATE
BSG Code: DSTP

Capacity of 40900 litres

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

2.785 Wagon classification starting with ‘TOC’

TOC 1221

14.06.1988 Reclassified from wagon ‘TOC 1221 M’ to ’ wagon ‘ATDF 1221 H’.

2.786 Wagon classification starting with ‘TOJ’

TOJ 2607

10.05.1990 Reclassified from wagon ‘TOJ 2607 N’ to ’ wagon ‘ATJY 2607 M’.

2.787 Wagon classification starting with ‘TP’

TP 1

Details: wagon ‘TP 1 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
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Tare Weight: 16.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 28.07.1948
Operating System: AN
Intended Use: ACID
Remarks: U/F (GV9)TANK(ET1)
BSG Code: FTTA

Capacity of 23900 litres

Capacity of 44 tonnes

06.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE PULL ROD’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 2

Details: wagon ‘TP 2 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136A
Date Built: 17.08.1948
Operating System: AN
Intended Use: ACID
Remarks: U/F(EX GV VAN)TANK(ET2)
BSG Code: FTTA

Capacity of 23900 litres

Capacity of 44 tonnes

20491



2. TIMS GROUP INFORMATION - WAGONS

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.10.1989 Repair ‘BRAKE LEVER’.
04.10.1989 Repair ‘TANK WAG. DE-GAS TANK’.
04.10.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
04.10.1989 Repair ‘TANK WAG. TANK COMPLETE’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘TANK WAG. HYDROSTATIC TEST’.
19.10.1989 Repair ‘TANK WAG. TANK COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BRAKE BLOCK RB95’.
26.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1991 Repair ‘HANDBRAKE HANDLE’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 3

Details: wagon ‘TP 3 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 10.04.1929
Operating System: AN
Intended Use: ACID
Remarks: U/F(TA4871)TANK(ET3);PROP EZ
BSG Code: FTTA

Capacity of 23900 litres

Capacity of 44 tonnes

28.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
26.07.1990 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.

20492



2.787. Wagon classification starting with ‘TP’

27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRANCH PIPE’.
03.04.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 4

Details: wagon ‘TP 4 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 19.11.1948
Operating System: AN
Intended Use: ACID
Remarks: U/F(TA9011)TANK(ET4)
BSG Code: FTTA

Capacity of 23900 litres

Capacity of 44 tonnes

02.11.1989 Repair ‘WHEEL SET’.
28.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1992 Repair ‘BRAKE BLOCK RB95’.
08.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 5

Details: wagon ‘TP 5 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
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Tare Weight: 18.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6480
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 10.04.1929
Operating System: AN
Intended Use: ACID
Remarks: U/F(TA4862)TANK(APT2);PROP.EZ.CO
BSG Code: FTTA

Capacity of 23000 litres

Capacity of 42 tonnes

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.07.1989 Repair ‘BRANCH PIPE’.
12.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1990 Repair ‘BOGIE COMPLETE’.
23.11.1990 Repair ‘BRAKE BLOCK RB95’.
23.11.1990 Repair ‘COUPLER COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘END HOSE’.
23.11.1990 Repair ‘WHEEL SET’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 6

Details: wagon ‘TP 6 Y’ in AN ‘Tasmania Division’.

Owner: E.Z. CO.
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2520
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Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 17.11.1950
Operating System: AN
Intended Use: ACID
Remarks: U/F(STSC14)TANK(ET6);PROP.EZ.CO
BSG Code: FTTA

Capacity of 13650 litres

05.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1989 Repair ‘BRAKE PULL ROD’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.01.1990 Repair ‘BRAKE PULL ROD’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘BOGIE BEARERS’.
20.08.1990 Repair ‘BRAKE BLOCK RB95’.
20.08.1990 Repair ‘BRAKE CONTROL PIPE’.
20.08.1990 Repair ‘BRANCH PIPE’.
20.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.08.1990 Repair ‘WHEEL SET’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE ADAPTER’.
08.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Repair ‘BRAKE PULL ROD’.
08.05.1991 Repair ‘COUPLER COMPLETE’.
08.05.1991 Repair ‘WHEEL SET’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 7

Details: wagon ‘TP 7 A’ in AN ‘Tasmania Division’.
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Owner: E.Z. CO.
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 25.11.1950
Operating System: AN
Intended Use: ACID
Remarks: U/F(TA5855)TANK(ET7);PROP.EZ.CO
BSG Code: FTTA

Capacity of 23900 litres

Capacity of 44 tonnes

19.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.11.1989 Repair ‘BRANCH PIPE’.
15.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘HAND RELEASE (AIR)’.
14.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 8

29.05.1995 Reclassified from wagon ‘TP 8 J’ to ’ wagon ‘TU 26 R’.

TP 9

Details: wagon ‘TP 9 S’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 16.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $2520
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W46
Date Built: 13.08.1953
Operating System: AN
Intended Use: ACID
Remarks: U/F(GV VAN)TANK(ET9)
BSG Code: FTTA

Capacity of 13650 litres

21.04.1989 Alteration complete ‘CONVERT ET CLASS TO TP CLASS WAGONS. (2069)’.
New class: ‘TP’.

01.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.04.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
08.08.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

TP 10

Details: wagon ‘TP 10 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6480
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W136
Date Built: 27.06.1914
Operating System: AN
Intended Use: ACID
Remarks: U/F(TA4861)TANK(ET10)
BSG Code: FTTA
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Capacity of 23900 litres

Capacity of 44 tonnes

04.08.1989 Repair ‘BRAKE BLOCK RB95’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.09.1989 Repair ‘GRADE CONTROL VALVE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BOGIE COMPLETE’.
04.01.1990 Repair ‘COUPLER KNUCKLE’.
04.01.1990 Repair ‘TANK WAG. DE-GAS TANK’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘BRAKE LEVER’.
30.03.1990 Repair ‘END COMPLETE’.
30.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1990 Repair ‘TANK WAG. DE-GAS TANK’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BRAKE PULL ROD’.
29.05.1995 Alteration ‘CONVERT TP CLASS WAGON TO TU CLASS WAGON. (2144)’.

Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

2.788 Wagon classification starting with ‘TQ’

TQ 1

Details: wagon ‘TQ 1 R’ in AN ‘Tasmania Division’.

Owner: N.W.ACID
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W135
Date Built: 14.06.1952
Operating System: AN
Intended Use: ACID
Remarks: W/O 23.10.93
BSG Code: FTTA
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Capacity of 22400 litres

Capacity of 41 tonnes

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BOGIE COMPLETE’.
19.07.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
14.08.1989 Repair ‘BRAKE BLOCK RB95’.
17.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BOGIE COMPLETE’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
23.10.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

TQ 2

18.07.1989 Repair ‘TANK WAG. STRAPS’.
28.08.1989 Repair ‘BRAKE BLOCK RB95’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1989 Repair ‘BRAKE BLOCK RB95’.
22.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1989 Repair ‘WHEEL SET’.
30.01.1990 Repair ‘BRAKE PIN’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TQ 3

14.01.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
16.01.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

TQ 4

Details: wagon ‘TQ 4 V’ in AN ‘Tasmania Division’.

Owner: E.Z.CO.
Operator: C
Length Over Headstocks: 8.8m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W135
Date Built: 25.08.1952
Operating System: AN
Intended Use: ACID
Remarks: U/F(GV VAN)TANK(HT4);PROP. OF E.Z. CO.
BSG Code: FTTA

Capacity of 22400 litres

Capacity of 41 tonnes

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
27.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BOGIE COMPLETE’.
06.03.1990 Repair ‘COUPLER COMPLETE’.
06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

TQ 5

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

04.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1989 Repair ‘BOGIE COMPLETE’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘BRAKE BLOCK RB95’.
01.11.1989 Repair ‘BRAKE BLOCK RB95’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TQ 7

Details: wagon ‘TQ 7 C’ in AN ‘Tasmania Division’.

Owner: E.Z.CO.
Operator: C
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Length Over Headstocks: 8.8m
Tare Weight: 16.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W76
Date Built: 18.10.1954
Operating System: AN
Intended Use: ACID
Remarks: U/F(TQ4)TANK(HT7);PROP. OF E.Z.CO.
BSG Code: FTTA

Capacity of 22400 litres

Capacity of 41 tonnes

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

TQ 8

99.99.9999 Reclassified from wagon ‘TQ 8 L’ to ’ wagon ‘TU 16 J’.

TQ 9

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘TANK WAG. DE-GAS TANK’.
07.08.1989 Repair ‘TANK WAG. OVERFLOW PIPE’.
07.08.1989 Repair ‘TANK WAG. STRAPS’.
07.08.1989 Repair ‘TANK WAG. TANK COMPLETE’.

TQ 10

Details: wagon ‘TQ 10 Q’ in AN ‘Tasmania Division’.

Owner: E.Z.CO.
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W76
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Date Built: 01.10.1982
Operating System: AN
Intended Use: ACID
Remarks: U/F(GV VAN)TANK(HT10);PROP. E.Z. CO.
BSG Code: FTTA

Capacity of 22400 litres

Capacity of 41 tonnes

04.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
07.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.

TQ 11

27.09.1990 Reclassified from wagon ‘TQ 11 C’ to ’ wagon ‘TU 17 S’.

TQ 12

14.08.1990 Reclassified from wagon ‘TQ 12 L’ to ’ wagon ‘TU 18 E’.

TQ 13

Details: wagon ‘TQ 13 U’ in AN ‘Tasmania Division’.

Owner: E.Z.CO.
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W76
Date Built: 22.08.1958
Operating System: AN
Intended Use: ACID
Remarks: U/F(ARBX9026)TANK(HT13)PROP. E.Z. CO.
BSG Code: FTTA

Capacity of 22400 litres

Capacity of 41 tonnes

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.
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25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘TANK WAG. DE-GAS TANK’.
25.07.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
25.07.1989 Repair ‘WHEEL SET’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘BRAKE BLOCK OTHER’.
12.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BRANCH PIPE’.
14.08.1990 Alteration ‘FIT TANK EX ST8 TO UNDERFRAME EX TQ12,RECLASSIFY TU

CLASS. FIT TANK EX ST13 TO UNDERFRAME EX TQ16,RECLASSIFY TU CLASS.
(2132)’. New class: ‘TU’.

TQ 15

Details: wagon ‘TQ 15 P’ in AN ‘Tasmania Division’.

Owner: E.Z.CO.
Operator: C
Length Over Headstocks: 9.5m
Tare Weight: 15.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $6590
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W135
Date Built: 24.08.1960
Operating System: AN
Intended Use: ACID
Remarks: U/F(SLC23)TANK(HT15);PROP.E.Z.CO.
BSG Code: FTTA

Capacity of 22400 litres

Capacity of 41 tonnes

14.08.1990 Alteration ‘FIT TANK EX ST8 TO UNDERFRAME EX TQ12,RECLASSIFY TU
CLASS. FIT TANK EX ST13 TO UNDERFRAME EX TQ16,RECLASSIFY TU CLASS.
(2132)’. New class: ‘TU’.

TQ 16

12.09.1990 Reclassified from wagon ‘TQ 16 B’ to ’ wagon ‘TU 19 N’.
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TQ 17

11.02.1991 Reclassified from wagon ‘TQ 17 K’ to ’ wagon ‘TU 20 J’.

2.789 Wagon classification starting with ‘TR’

TR 1

Details: wagon ‘TR 1 T’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX RX9038;NEW TANK 02.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Return to Service Date: 20.10.1995
Last Triple Valve: 15.01.1991
Last Brake Cylinder: 29.10.1990
Last Single Car Test: 10.04.1995

09.02.1990 Repair ‘VEHICLE LOAD CAPACITY’.
09.02.1990 Repair ‘VEHICLE RECLASSIFY’.
09.02.1990 Repair ‘VEHICLE RENUMBERED’.
09.02.1990 Repair ‘VEHICLE RETARE’.
09.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TR 9038 W’
09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT

NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘BRAKE PULL ROD’.
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29.10.1990 Repair ‘BRANCH PIPE’.
29.10.1990 Repair ‘END BRAKE COCK’.
29.10.1990 Repair ‘END COMPLETE’.
29.10.1990 Repair ‘END HOSE’.
29.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1990 Repair ‘HANDBRAKE HANDLE’.
29.10.1990 Repair ‘HOSE FITTINGS’.
29.10.1990 Repair ‘LADDER’.
29.10.1990 Repair ‘NYLON HOSE’.
29.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1990 Repair ‘TANK WAG. TANK COMPLETE’.
29.10.1990 Repair ‘TRAIN PIPE (END)’.
29.10.1990 Repair ‘VEHICLE COMPLETE’.
29.10.1990 Repair ‘VEHICLE RETARE’.
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘BOGIE COMPLETE’.
15.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.01.1991 Repair ‘COUPLER COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘BRAKE PULL ROD’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘TANK WAG. SADDLES’.
24.11.1992 Repair ‘VEHICLE RETARE’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE SPRING’.
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1993 Repair ‘BRAKE BLOCK RB95’.
19.01.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1993 Repair ‘BOGIE COMPLETE’.
04.05.1993 Repair ‘BOGIE SPRING’.
04.05.1993 Repair ‘BRAKE BLOCK RB95’.
04.05.1993 Repair ‘BRAKE PULL ROD’.
04.05.1993 Repair ‘COUPLER COMPLETE’.
21.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
12.07.1993 Repair ‘END BRAKE COCK’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1993 Repair ‘BOGIE COMPLETE’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
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16.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.09.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1994 Repair ‘BOGIE COMPLETE’.
03.02.1994 Repair ‘BOGIE SPRING’.
03.02.1994 Repair ‘BRAKE BLOCK RB95’.
03.02.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BOGIE SPRING’.
03.05.1994 Repair ‘BRAKE BLOCK RB95’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘GRADE CONTROL VALVE’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1994 Repair ‘BOGIE COMPLETE’.
02.08.1994 Repair ‘BOGIE SPRING’.
02.08.1994 Repair ‘BRAKE BLOCK RB95’.
02.08.1994 Repair ‘COUPLER COMPLETE’.
20.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1994 Repair ‘BOGIE COMPLETE’.
20.10.1994 Repair ‘BOGIE SPRING’.
20.10.1994 Repair ‘BRAKE BLOCK RB95’.
20.10.1994 Repair ‘COUPLER COMPLETE’.
10.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1995 Repair ‘BRAKE PULL ROD’.
20.10.1995 Repair ‘BOGIE SPRING’.

TR 2

Details: wagon ‘TR 2 F’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX;NEW TANK 03.90
BSG Code: FTTA
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Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 03.06.1996
Last Triple Valve: 20.03.1990
Last Brake Cylinder: 04.06.1993
Last Single Car Test: 05.06.1996

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘BRAKE BLOCK RB95’.
20.03.1990 Repair ‘BRAKE CONTROL PIPE’.
20.03.1990 Repair ‘BRANCH PIPE’.
20.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.03.1990 Repair ‘EMPTY LOAD VALVE’.
20.03.1990 Repair ‘END BRAKE COCK’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.03.1990 Repair ‘HOSE FITTINGS’.
20.03.1990 Repair ‘ISOLATING COCK’.
20.03.1990 Repair ‘NYLON HOSE’.
20.03.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
20.03.1990 Repair ‘TRAIN PIPE (END)’.
20.03.1990 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘VEHICLE LOAD CAPACITY’.
20.03.1990 Repair ‘VEHICLE RECLASSIFY’.
20.03.1990 Repair ‘VEHICLE RENUMBERED’.
20.03.1990 Issued at location ‘Launceston’ with a previous code of wagon

‘ARBX 9034 A’
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘BRAKE PULL ROD’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1992 Repair ‘BRAKE BLOCK RB95’.
15.01.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘TANK WAG. SADDLES’.
02.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1992 Repair ‘BOGIE COMPLETE’.
02.12.1992 Repair ‘BRAKE BLOCK RB95’.
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02.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.12.1992 Repair ‘CARD OR CLIP HOLDER’.
02.12.1992 Repair ‘COUPLER COMPLETE’.
02.12.1992 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
04.06.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BOGIE SPRING’.
27.09.1994 Repair ‘BRAKE BLOCK RB95’.
27.09.1994 Repair ‘COUPLER COMPLETE’.
27.09.1994 Repair ‘RELAY VALVE’.
06.07.1995 Repair ‘END FRAME MEMBER’.
06.07.1995 Repair ‘SIDE MEMBER’.
25.07.1995 Repair ‘BOGIE SPRING’.
28.05.1996 Repair ‘BOGIE SPRING’.
03.06.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

TR 3

Details: wagon ‘TR 3 Y’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX RX;NEW TANK 04.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Return to Service Date: 27.05.1996
Last Triple Valve: 07.08.1991
Last Brake Cylinder: 09.04.1990
Last Single Car Test: 05.12.1994

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
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‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

09.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
09.04.1990 Repair ‘BOGIE COMPLETE’.
09.04.1990 Repair ‘BRAKE BLOCK RB95’.
09.04.1990 Repair ‘BRAKE CONTROL PIPE’.
09.04.1990 Repair ‘BRAKE LEVER’.
09.04.1990 Repair ‘BRAKE PULL ROD’.
09.04.1990 Repair ‘BRANCH PIPE’.
09.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.04.1990 Repair ‘END BRAKE COCK’.
09.04.1990 Repair ‘END HOSE’.
09.04.1990 Repair ‘FLOOR SHEETING’.
09.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.04.1990 Repair ‘ISOLATING COCK’.
09.04.1990 Repair ‘LADDER’.
09.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.04.1990 Repair ‘SIDE BEARER’.
09.04.1990 Repair ‘STEP’.
09.04.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
09.04.1990 Repair ‘TANK WAG. SADDLES’.
09.04.1990 Repair ‘TANK WAG. STRAPS’.
09.04.1990 Repair ‘TANK WAG. TANK COMPLETE’.
09.04.1990 Repair ‘TRAIN PIPE (END)’.
09.04.1990 Repair ‘VEHICLE LOAD CAPACITY’.
09.04.1990 Repair ‘VEHICLE RECLASSIFY’.
09.04.1990 Repair ‘VEHICLE RENUMBERED’.
09.04.1990 Repair ‘VEHICLE RETARE’.
09.04.1990 Repair ‘VEHICLE STENCILS’.
09.04.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘RX 9031 P’
16.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1992 Repair ‘BRAKE PULL ROD’.
01.06.1992 Repair ‘TANK WAG. SADDLES’.
01.06.1992 Repair ‘VEHICLE RETARE’.
12.07.1993 Repair ‘END BRAKE COCK’.
08.02.1994 Repair ‘BRAKE BLOCK RB95’.
08.02.1994 Repair ‘EMPTY LOAD VALVE’.
08.02.1994 Repair ‘END BRAKE COCK’.
18.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1994 Repair ‘BOGIE COMPLETE’.
18.04.1994 Repair ‘BRAKE BLOCK RB95’.
18.04.1994 Repair ‘COUPLER COMPLETE’.
18.04.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1994 Repair ‘VEHICLE SIGNS AND BRACKETS’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.08.1994 Repair ‘BOGIE COMPLETE’.
02.08.1994 Repair ‘BOGIE SPRING’.
02.08.1994 Repair ‘COUPLER COMPLETE’.
25.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1994 Repair ‘BOGIE COMPLETE’.
25.11.1994 Repair ‘BRAKE BLOCK RB95’.
25.11.1994 Repair ‘COUPLER COMPLETE’.
25.11.1994 Repair ‘WHEEL SET’.
27.05.1996 Repair ‘BOGIE SPRING’.

TR 4

Details: wagon ‘TR 4 A’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX;NEW TANK 04.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 31.05.1996
Last Triple Valve: 27.04.1990
Last Brake Cylinder: 27.04.1990
Last Single Car Test: 08.05.1995

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘BRAKE BLOCK RB95’.
27.04.1990 Repair ‘BRAKE CONTROL PIPE’.
27.04.1990 Repair ‘BRAKE LEVER’.
27.04.1990 Repair ‘BRANCH PIPE’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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27.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘END HOSE’.
27.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1990 Repair ‘HOSE FITTINGS’.
27.04.1990 Repair ‘ISOLATING COCK’.
27.04.1990 Repair ‘NYLON HOSE’.
27.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.04.1990 Repair ‘SIDE BEARER’.
27.04.1990 Repair ‘TANK WAG. SADDLES’.
27.04.1990 Repair ‘TANK WAG. STRAPS’.
27.04.1990 Repair ‘TANK WAG. TANK COMPLETE’.
27.04.1990 Repair ‘TOP CENTRE PLATE’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
27.04.1990 Repair ‘TRAIN PIPE’.
27.04.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
27.04.1990 Repair ‘VEHICLE LOAD CAPACITY’.
27.04.1990 Repair ‘VEHICLE RECLASSIFY’.
27.04.1990 Repair ‘VEHICLE RENUMBERED’.
27.04.1990 Repair ‘VEHICLE RETARE’.
27.04.1990 Repair ‘VEHICLE STENCILS’.
27.04.1990 Issued at location ‘Launceston’ with a previous code of wagon

‘ARBX 9032 F’
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘RELAY VALVE’.
10.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1992 Repair ‘BRAKE PULL ROD’.
08.07.1992 Repair ‘RELAY VALVE’.
08.07.1992 Repair ‘TANK WAG. SADDLES’.
16.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BRAKE PIN’.
16.12.1992 Repair ‘BRAKE PULL ROD’.
16.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
02.05.1995 Repair ‘WHEEL SET’.
08.05.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1996 Repair ‘BOGIE SPRING’.

TR 5

Details: wagon ‘TR 5 J’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
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Bogie Configuration: 2X2
Original Cost: $2730
Date Built: 03.04.1930
Operating System: AN
Intended Use: ACID
Remarks: U/F EX AQBY;NEW TANK 06.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD WT
Return to Service Date: 30.08.1995
Last Triple Valve: 06.06.1990
Last Single Car Test: 27.04.1995
Last Lift: 25.10.1982

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
06.06.1990 Repair ‘BRAKE CONTROL PIPE’.
06.06.1990 Repair ‘BRANCH PIPE’.
06.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.06.1990 Repair ‘END BRAKE COCK’.
06.06.1990 Repair ‘END HOSE’.
06.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1990 Repair ‘ISOLATING COCK’.
06.06.1990 Repair ‘SIDE BEARER’.
06.06.1990 Repair ‘SIDE STEP’.
06.06.1990 Repair ‘TANK WAG. SADDLES’.
06.06.1990 Repair ‘TANK WAG. STRAPS’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Repair ‘TRAIN PIPE’.
06.06.1990 Repair ‘VEHICLE LOAD CAPACITY’.
06.06.1990 Repair ‘VEHICLE RECLASSIFY’.
06.06.1990 Repair ‘VEHICLE RENUMBERED’.
06.06.1990 Repair ‘VEHICLE RETARE’.
06.06.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 9 P’
26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1992 Repair ‘BOGIE COMPLETE’.
26.05.1992 Repair ‘BRAKE BLOCK RB95’.
26.05.1992 Repair ‘BRAKE PULL ROD’.
26.05.1992 Repair ‘COUPLER COMPLETE’.
26.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘END HOSE’.
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE COMPLETE’.
10.09.1992 Repair ‘BRAKE BLOCK RB95’.
10.09.1992 Repair ‘BRANCH PIPE’.
10.09.1992 Repair ‘COUPLER COMPLETE’.
10.09.1992 Repair ‘TANK WAG. SADDLES’.
26.10.1992 Repair ‘BOGIE COMPLETE’.
26.10.1992 Repair ‘BOGIE SPRING’.
26.10.1992 Repair ‘COUPLER COMPLETE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘BOGIE SPRING’.
14.01.1993 Repair ‘BRAKE CONTROL PIPE’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘EMPTY LOAD VALVE’.
14.01.1993 Repair ‘END BRAKE COCK’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘BRAKE PIN’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘BRAKE PULL ROD’.
15.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘BRAKE PIN’.
23.07.1993 Repair ‘BRAKE PULL ROD’.
23.07.1993 Repair ‘END BRAKE COCK’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘END BRAKE COCK’.
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1993 Repair ‘BRAKE PIN’.
20.08.1993 Repair ‘BRAKE PULL ROD’.
20.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1994 Repair ‘BRAKE BLOCK RB95’.
02.02.1994 Repair ‘EMPTY LOAD VALVE’.
02.02.1994 Repair ‘END BRAKE COCK’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BOGIE BEARINGS’.
17.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘BRAKE BLOCK RB95’.
17.08.1994 Repair ‘BRAKE PIN’.
17.08.1994 Repair ‘COUPLER COMPLETE’.
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17.08.1994 Repair ‘RELAY VALVE’.
27.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1995 Repair ‘BRAKE PULL ROD’.
30.08.1995 Repair ‘BRAKE BLOCK RB95’.

TR 6

Details: wagon ‘TR 6 S’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX;NEW TANK 06.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 17.08.1994
Due Triple Valve: 06.11.1993
Last Triple Valve: 06.06.1990
Last Single Car Test: 17.08.1994

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

06.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1990 Repair ‘BOGIE COMPLETE’.
06.06.1990 Repair ‘BRAKE BLOCK RB95’.
06.06.1990 Repair ‘BRAKE CONTROL PIPE’.
06.06.1990 Repair ‘BRANCH PIPE’.
06.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.06.1990 Repair ‘EMPTY LOAD VALVE’.
06.06.1990 Repair ‘END BRAKE COCK’.
06.06.1990 Repair ‘END HOSE’.
06.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.06.1990 Repair ‘HOSE FITTINGS’.
06.06.1990 Repair ‘ISOLATING COCK’.
06.06.1990 Repair ‘NYLON HOSE’.
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06.06.1990 Repair ‘SIDE STEP’.
06.06.1990 Repair ‘TANK WAG. SADDLES’.
06.06.1990 Repair ‘TANK WAG. STRAPS’.
06.06.1990 Repair ‘TRAIN PIPE (END)’.
06.06.1990 Repair ‘TRAIN PIPE’.
06.06.1990 Repair ‘VEHICLE LOAD CAPACITY’.
06.06.1990 Repair ‘VEHICLE RECLASSIFY’.
06.06.1990 Repair ‘VEHICLE RENUMBERED’.
06.06.1990 Repair ‘VEHICLE RETARE’.
06.06.1990 Repair ‘WEAR PLATES & SADDLES’.
06.06.1990 Issued at location ‘Launceston’ with a previous code of wagon

‘ARBX 9039 W’
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘BRAKE PIN’.
27.09.1990 Repair ‘COUPLER COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1990 Repair ‘BRAKE BLOCK RB95’.
27.11.1990 Repair ‘CARD OR CLIP HOLDER’.
27.11.1990 Repair ‘EMPTY LOAD VALVE’.
27.11.1990 Repair ‘WEAR PLATES & SADDLES’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1991 Repair ‘BOGIE COMPLETE’.
17.01.1991 Repair ‘COUPLER COMPLETE’.
17.01.1991 Repair ‘EMPTY LOAD VALVE’.
17.01.1991 Repair ‘SIDE BEARER’.
23.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1991 Repair ‘BOGIE COMPLETE’.
23.08.1991 Repair ‘BRAKE BLOCK RB95’.
23.08.1991 Repair ‘BRAKE CONTROL PIPE’.
23.08.1991 Repair ‘COUPLER COMPLETE’.
23.08.1991 Repair ‘EMPTY LOAD VALVE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘EMPTY LOAD VALVE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
09.04.1992 Repair ‘EMPTY LOAD VALVE’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE ADAPTER’.
06.11.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.11.1992 Repair ‘EMPTY LOAD VALVE’.
06.11.1992 Repair ‘TANK WAG. SADDLES’.
06.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1992 Repair ‘VEHICLE RETARE’.

20515



2. TIMS GROUP INFORMATION - WAGONS

18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘END BRAKE COCK’.
19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘EMPTY LOAD VALVE’.
19.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘BOGIE SPRING’.
17.08.1994 Repair ‘BRAKE BLOCK RB95’.
17.08.1994 Repair ‘COUPLER COMPLETE’.

TR 7

Details: wagon ‘TR 7 E’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Date Built: 19.03.1930
Operating System: AN
Intended Use: ACID
Remarks: U/F EX AQBY 3;NEW TANK
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AD EX
Return to Service Date: 23.11.1994
Last Triple Valve: 08.06.1990
Last Brake Cylinder: 11.02.1991
Last Single Car Test: 23.11.1994
Last Lift: 22.12.1983

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
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07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘BRAKE CONTROL PIPE’.
07.06.1990 Repair ‘BRAKE LEVER’.
07.06.1990 Repair ‘BRANCH PIPE’.
07.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘END BRAKE COCK’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1990 Repair ‘ISOLATING COCK’.
07.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.06.1990 Repair ‘TANK WAG. SADDLES’.
07.06.1990 Repair ‘TANK WAG. STRAPS’.
07.06.1990 Repair ‘TRAIN PIPE (END)’.
07.06.1990 Repair ‘TRAIN PIPE’.
07.06.1990 Repair ‘VEHICLE LOAD CAPACITY’.
07.06.1990 Repair ‘VEHICLE RECLASSIFY’.
07.06.1990 Repair ‘VEHICLE RENUMBERED’.
07.06.1990 Repair ‘VEHICLE RETARE’.
07.06.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 3 H’
09.07.1990 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘RELAY VALVE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.02.1991 Repair ‘TANK WAG. SADDLES’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘RELAY VALVE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘EMPTY LOAD VALVE’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘TANK WAG. SADDLES’.
17.02.1992 Repair ‘TANK WAG. TANK COMPLETE’.
17.02.1992 Repair ‘VEHICLE RETARE’.
25.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1992 Repair ‘BOGIE COMPLETE’.
25.06.1992 Repair ‘BRAKE PULL ROD’.
25.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1992 Repair ‘COUPLER COMPLETE’.
25.06.1992 Repair ‘SIDE BEARER’.
23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘EMPTY LOAD VALVE’.
14.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1994 Repair ‘BRAKE PULL ROD’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1994 Repair ‘BRAKE BLOCK RB95’.
11.05.1994 Repair ‘BRAKE PIN’.
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11.05.1994 Repair ‘BRAKE PULL ROD’.
11.05.1994 Repair ‘END BRAKE COCK’.
27.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BOGIE SPRING’.
27.09.1994 Repair ‘BRAKE BLOCK RB95’.
27.09.1994 Repair ‘COUPLER COMPLETE’.
27.09.1994 Repair ‘COUPLER KNUCKLE’.
23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘BRAKE SPRING’.
23.11.1994 Repair ‘COUPLER COMPLETE’.
23.11.1994 Repair ‘EMPTY LOAD VALVE’.

TR 8

Details: wagon ‘TR 8 N’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX;NEW TANK 06.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 27.03.1997
Last Triple Valve: 22.06.1990
Last Brake Cylinder: 22.06.1990
Last Single Car Test: 19.12.1994

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘BRAKE CONTROL PIPE’.
22.06.1990 Repair ‘BRAKE LEVER’.
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22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘BRANCH PIPE’.
22.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘END HOSE’.
22.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1990 Repair ‘HOSE FITTINGS’.
22.06.1990 Repair ‘ISOLATING COCK’.
22.06.1990 Repair ‘NYLON HOSE’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘RELAY VALVE’.
22.06.1990 Repair ‘SIDE BEARER’.
22.06.1990 Repair ‘TANK WAG. SADDLES’.
22.06.1990 Repair ‘TANK WAG. STRAPS’.
22.06.1990 Repair ‘TANK WAG. TANK COMPLETE’.
22.06.1990 Repair ‘TRAIN PIPE (END)’.
22.06.1990 Repair ‘TRAIN PIPE’.
22.06.1990 Repair ‘VEHICLE COMPLETE’.
22.06.1990 Repair ‘VEHICLE LOAD CAPACITY’.
22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Repair ‘VEHICLE RENUMBERED’.
22.06.1990 Repair ‘VEHICLE RETARE’.
22.06.1990 Issued at location ‘Launceston’ with a previous code of wagon

‘ARBX 9020 C’
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘BOGIE COMPLETE’.
22.03.1991 Repair ‘BRAKE PULL ROD’.
22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1991 Repair ‘HANDBRAKE HANDLE’.
22.03.1991 Repair ‘SIDE BEARER’.
22.03.1991 Repair ‘TANK WAG. TANK COMPLETE’.
22.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE COMPLETE’.
02.05.1991 Repair ‘BRAKE BLOCK RB95’.
02.05.1991 Repair ‘COUPLER COMPLETE’.
02.05.1991 Repair ‘EMPTY LOAD VALVE’.
02.05.1991 Repair ‘WHEEL SET’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1991 Repair ‘EMPTY LOAD VALVE’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘RELAY VALVE’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘WEAR PLATES & SADDLES’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘EMPTY LOAD VALVE’.
14.01.1994 Repair ‘END BRAKE COCK’.
14.01.1994 Repair ‘TRAIN PIPE’.
17.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1994 Repair ‘BOGIE COMPLETE’.
17.08.1994 Repair ‘BOGIE SPRING’.
17.08.1994 Repair ‘BRAKE BLOCK RB95’.
17.08.1994 Repair ‘CARD OR CLIP HOLDER’.
17.08.1994 Repair ‘COUPLER COMPLETE’.
16.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1994 Repair ‘BOGIE BEARERS’.
16.12.1994 Repair ‘BOGIE COMPLETE’.
16.12.1994 Repair ‘BOGIE SPRING’.
16.12.1994 Repair ‘COUPLER COMPLETE’.
17.08.1995 Repair ‘BOGIE SPRING’.
27.03.1997 Repair ‘BOGIE COMPLETE’.

TR 9

Details: wagon ‘TR 9 W’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX 9005;NEW TANK 07.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 03.05.1994
Last Triple Valve: 21.08.1990
Last Single Car Test: 03.05.1994
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09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

03.05.1990 Repair ‘VEHICLE RECLASSIFY’.
03.05.1990 Repair ‘VEHICLE RENUMBERED’.
03.05.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TM 101 Q’
03.05.1990 Alteration complete ‘TEMPORARY TEST WAGON RECLASSIFY ARBX

9005X TO TM 101 (2129)’. New class: ‘TM’.
27.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1990 Repair ‘BOGIE COMPLETE’.
27.07.1990 Repair ‘BRAKE BLOCK RB95’.
27.07.1990 Repair ‘BRAKE CONTROL PIPE’.
27.07.1990 Repair ‘BRAKE LEVER’.
27.07.1990 Repair ‘BRAKE PULL ROD’.
27.07.1990 Repair ‘BRANCH PIPE’.
27.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.07.1990 Repair ‘END BRAKE COCK’.
27.07.1990 Repair ‘END HOSE’.
27.07.1990 Repair ‘FLOOR SHEETING’.
27.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.07.1990 Repair ‘ISOLATING COCK’.
27.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1990 Repair ‘SIDE BEARER’.
27.07.1990 Repair ‘STEP’.
27.07.1990 Repair ‘TANK WAG. SADDLES’.
27.07.1990 Repair ‘TANK WAG. STRAPS’.
27.07.1990 Repair ‘TANK WAG. TANK COMPLETE’.
27.07.1990 Repair ‘VEHICLE LOAD CAPACITY’.
27.07.1990 Repair ‘VEHICLE RECLASSIFY’.
27.07.1990 Repair ‘VEHICLE RENUMBERED’.
27.07.1990 Repair ‘VEHICLE RETARE’.
27.07.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TM 101 Q’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘RELAY VALVE’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE COMPLETE’.
20.03.1992 Repair ‘EMPTY LOAD VALVE’.
20.03.1992 Repair ‘TANK WAG. SADDLES’.
20.03.1992 Repair ‘TANK WAG. STRAPS’.
20.03.1992 Repair ‘VEHICLE RETARE’.
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘BRAKE BLOCK RB95’.
12.07.1993 Repair ‘END BRAKE COCK’.
12.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE BOLSTER’.
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03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BRAKE PULL ROD’.
03.05.1994 Repair ‘COUPLER COMPLETE’.

TR 10

Details: wagon ‘TR 10 S’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX 9006;NEW TANK 08.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 29.03.1995
Last Triple Valve: 29.07.1992
Last Brake Cylinder: 03.08.1990
Last Single Car Test: 30.03.1995

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

03.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
03.08.1990 Repair ‘BOGIE COMPLETE’.
03.08.1990 Repair ‘BRAKE CONTROL PIPE’.
03.08.1990 Repair ‘BRAKE LEVER’.
03.08.1990 Repair ‘BRANCH PIPE’.
03.08.1990 Repair ‘COUPLER COMPLETE’.
03.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.08.1990 Repair ‘HANDBRAKE HANDLE’.
03.08.1990 Repair ‘HOSE FITTINGS’.
03.08.1990 Repair ‘ISOLATING COCK’.
03.08.1990 Repair ‘LADDER’.
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03.08.1990 Repair ‘NYLON HOSE’.
03.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.08.1990 Repair ‘SIDE STEP’.
03.08.1990 Repair ‘TANK WAG. SADDLES’.
03.08.1990 Repair ‘TANK WAG. STRAPS’.
03.08.1990 Repair ‘TANK WAG. TANK COMPLETE’.
03.08.1990 Repair ‘TOP CENTRE PLATE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.
03.08.1990 Repair ‘TRAIN PIPE’.
03.08.1990 Repair ‘TRANSOM’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
03.08.1990 Repair ‘VEHICLE LOAD CAPACITY’.
03.08.1990 Repair ‘VEHICLE RECLASSIFY’.
03.08.1990 Repair ‘VEHICLE RENUMBERED’.
03.08.1990 Repair ‘VEHICLE RETARE’.
03.08.1990 Repair ‘YOKE COMPLETE’.
03.08.1990 Issued at location ‘Launceston’ with a previous code of wagon

‘ARBX 9006 R’
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘EMPTY LOAD VALVE’.
29.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1992 Repair ‘BRAKE PULL ROD’.
29.07.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.07.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
29.07.1992 Repair ‘TANK WAG. SADDLES’.
29.07.1992 Repair ‘VEHICLE RETARE’.
04.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.12.1992 Repair ‘BOGIE COMPLETE’.
04.12.1992 Repair ‘BRAKE BLOCK RB95’.
04.12.1992 Repair ‘COUPLER COMPLETE’.
04.12.1992 Repair ‘HANDBRAKE HANDLE’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.06.1993 Repair ‘COUPLER COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1993 Repair ‘BRAKE PIN’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘BRAKE PULL ROD’.
16.09.1993 Repair ‘END BRAKE COCK’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1994 Repair ‘BOGIE COMPLETE’.
05.10.1994 Repair ‘BRAKE BLOCK RB95’.
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05.10.1994 Repair ‘BRAKE PULL ROD’.
05.10.1994 Repair ‘COUPLER COMPLETE’.
05.10.1994 Repair ‘COUPLER KNUCKLE’.
05.10.1994 Repair ‘HANDBRAKE HANDLE’.
29.03.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

TR 11

Details: wagon ‘TR 11 E’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Diagram Book Page No.: T W150
Date Built: 01.01.1964
Operating System: AN
Intended Use: ACID
Remarks: U/F EX ARBX 9014;NEW TANK 08.90
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 07.02.1996
Last Triple Valve: 22.02.1994
Last Brake Cylinder: 13.04.1992
Last Single Car Test: 07.02.1996

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
08.08.1990 Repair ‘BOGIE COMPLETE’.
08.08.1990 Repair ‘BRAKE CONTROL PIPE’.
08.08.1990 Repair ‘BRAKE LEVER’.
08.08.1990 Repair ‘BRANCH PIPE’.
08.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.08.1990 Repair ‘COUPLER COMPLETE’.
08.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘END BRAKE COCK’.
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08.08.1990 Repair ‘END HOSE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1990 Repair ‘ISOLATING COCK’.
08.08.1990 Repair ‘LADDER’.
08.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.08.1990 Repair ‘SIDE BEARER’.
08.08.1990 Repair ‘SIDE STEP’.
08.08.1990 Repair ‘TANK WAG. SADDLES’.
08.08.1990 Repair ‘TANK WAG. STRAPS’.
08.08.1990 Repair ‘TANK WAG. TANK COMPLETE’.
08.08.1990 Repair ‘TOP CENTRE PLATE’.
08.08.1990 Repair ‘TRAIN PIPE (END)’.
08.08.1990 Repair ‘TRAIN PIPE’.
08.08.1990 Repair ‘VEHICLE LOAD CAPACITY’.
08.08.1990 Repair ‘VEHICLE RECLASSIFY’.
08.08.1990 Repair ‘VEHICLE RENUMBERED’.
08.08.1990 Repair ‘VEHICLE RETARE’.
08.08.1990 Repair ‘YOKE COMPLETE’.
08.08.1990 Issued at location ‘Launceston’ with a previous code of wagon

‘ARBX 9014 H’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BRAKE LEVER’.
04.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1991 Repair ‘BOGIE COMPLETE’.
23.07.1991 Repair ‘BOGIE SPRING’.
23.07.1991 Repair ‘COUPLER COMPLETE’.
23.07.1991 Repair ‘COUPLER KNUCKLE’.
23.07.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘BRAKE BLOCK RB95’.
03.10.1991 Repair ‘BRAKE PIN’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘NYLON HOSE’.
13.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.04.1992 Repair ‘TANK WAG. DE-GAS TANK’.
13.04.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
13.04.1992 Repair ‘TANK WAG. SADDLES’.
13.04.1992 Repair ‘VEHICLE RETARE’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE SPRING’.
03.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1993 Repair ‘BRAKE BLOCK RB95’.
03.12.1993 Repair ‘HANDBRAKE HANDLE’.
22.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1994 Repair ‘BOGIE COMPLETE’.
22.02.1994 Repair ‘BOGIE SPRING’.
22.02.1994 Repair ‘BRAKE BLOCK RB95’.
22.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
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22.02.1994 Repair ‘COUPLER COMPLETE’.
22.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1994 Repair ‘BOGIE COMPLETE’.
13.05.1994 Repair ‘BRAKE BLOCK RB95’.
13.05.1994 Repair ‘BRAKE PULL ROD’.
13.05.1994 Repair ‘COUPLER COMPLETE’.
07.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.06.1994 Repair ‘BOGIE COMPLETE’.
07.06.1994 Repair ‘BRAKE BLOCK RB95’.
07.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1994 Repair ‘COUPLER COMPLETE’.
18.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.08.1994 Repair ‘BOGIE COMPLETE’.
18.08.1994 Repair ‘BRAKE BLOCK RB95’.
18.08.1994 Repair ‘BRAKE SPREADER & HANGERS’.
18.08.1994 Repair ‘COUPLER COMPLETE’.
18.08.1994 Repair ‘HANDBRAKE HANDLE’.
23.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1994 Repair ‘BOGIE COMPLETE’.
23.11.1994 Repair ‘BRAKE SPRING’.
23.11.1994 Repair ‘COUPLER COMPLETE’.
23.11.1994 Repair ‘HANDBRAKE HANDLE’.
18.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1995 Repair ‘BOGIE SPRING’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

TR 12

Details: wagon ‘TR 12 N’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Diagram Book Page No.: T W150
Date Built: 02.06.1930
Operating System: AN
Intended Use: ACID
Remarks: U/F EX AQBY 10;NEW TANK 10.90
BSG Code: FTTA
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Capacity of 28260 tonnes

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 17.07.1995
Last Triple Valve: 16.10.1990
Last Brake Cylinder: 16.10.1990
Last Single Car Test: 13.10.1994
Last Lift: 08.11.1982

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
16.10.1990 Repair ‘BOGIE COMPLETE’.
16.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
16.10.1990 Repair ‘EMPTY LOAD VALVE’.
16.10.1990 Repair ‘END BRAKE COCK’.
16.10.1990 Repair ‘END HOSE’.
16.10.1990 Repair ‘GRADE CONTROL VALVE’.
16.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.10.1990 Repair ‘HANDBRAKE HANDLE’.
16.10.1990 Repair ‘HOSE FITTINGS’.
16.10.1990 Repair ‘ISOLATING COCK’.
16.10.1990 Repair ‘LADDER’.
16.10.1990 Repair ‘NYLON HOSE’.
16.10.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.10.1990 Repair ‘SIDE BEARER’.
16.10.1990 Repair ‘SIDE STEP’.
16.10.1990 Repair ‘TANK WAG. STRAPS’.
16.10.1990 Repair ‘TANK WAG. TANK COMPLETE’.
16.10.1990 Repair ‘TOP CENTRE PLATE’.
16.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1990 Repair ‘UNDERFRAME COMPLETE’.
16.10.1990 Repair ‘VEHICLE COMPLETE’.
16.10.1990 Repair ‘VEHICLE LOAD CAPACITY’.
16.10.1990 Repair ‘VEHICLE RECLASSIFY’.
16.10.1990 Repair ‘VEHICLE RENUMBERED’.
16.10.1990 Repair ‘VEHICLE RETARE’.
16.10.1990 Repair ‘YOKE COMPLETE’.
16.10.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 10 L’
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘RELAY VALVE’.
02.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1992 Repair ‘BRAKE PIN’.
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02.10.1992 Repair ‘COUPLER KNUCKLE’.
02.10.1992 Repair ‘EMPTY LOAD VALVE’.
02.10.1992 Repair ‘TANK WAG. OVERFLOW PIPE’.
02.10.1992 Repair ‘TANK WAG. SADDLES’.
02.10.1992 Repair ‘VEHICLE RETARE’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘BRAKE BLOCK RB95’.
23.06.1993 Repair ‘BRAKE PULL ROD’.
23.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE SPRING’.
05.11.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘EMPTY LOAD VALVE’.
05.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1993 Repair ‘BRAKE PULL ROD’.
04.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1994 Repair ‘COUPLER TRIGGER LEVER’.
04.02.1994 Repair ‘EMPTY LOAD VALVE’.
04.02.1994 Repair ‘END BRAKE COCK’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BRAKE LEVER’.
02.05.1994 Repair ‘EMPTY LOAD VALVE’.
02.05.1994 Repair ‘END BRAKE COCK’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1994 Repair ‘BOGIE COMPLETE’.
02.08.1994 Repair ‘BOGIE SPRING’.
02.08.1994 Repair ‘BRAKE BLOCK RB95’.
02.08.1994 Repair ‘BRAKE PULL ROD’.
02.08.1994 Repair ‘COUPLER COMPLETE’.
13.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1994 Repair ‘BOGIE COMPLETE’.
13.10.1994 Repair ‘BOGIE SPRING’.
13.10.1994 Repair ‘COUPLER COMPLETE’.
17.07.1995 Repair ‘BOGIE SPRING’.
17.07.1995 Repair ‘BRAKE SPREADER & HANGERS’.

TR 13

Details: wagon ‘TR 13 W’ in AN ‘Tasmania Division’.

Owner: AN/E.Z.CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Diagram Book Page No.: T W150
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Date Built: 01.04.1930
Operating System: AN
Intended Use: ACID
Remarks: U/F EX AQBY 5C;NEW TANK 01.91
BSG Code: FTTA

Capacity of 28200 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG EX
Return to Service Date: 25.07.1995
Due Triple Valve: 21.01.1999
Last Triple Valve: 21.01.1991
Last Brake Cylinder: 21.01.1991
Last Single Car Test: 11.05.1994
Last Lift: 21.01.1991

21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘BRAKE BLOCK RB95’.
21.01.1991 Repair ‘BRAKE CONTROL PIPE’.
21.01.1991 Repair ‘BRAKE LEVER’.
21.01.1991 Repair ‘BRAKE PIN’.
21.01.1991 Repair ‘BRAKE PULL ROD’.
21.01.1991 Repair ‘BRAKE SPRING’.
21.01.1991 Repair ‘BRANCH PIPE’.
21.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.01.1991 Repair ‘EMPTY LOAD VALVE’.
21.01.1991 Repair ‘END BRAKE COCK’.
21.01.1991 Repair ‘END HOSE’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1991 Repair ‘HANDBRAKE HANDLE’.
21.01.1991 Repair ‘HOSE FITTINGS’.
21.01.1991 Repair ‘ISOLATING COCK’.
21.01.1991 Repair ‘LADDER’.
21.01.1991 Repair ‘NYLON HOSE’.
21.01.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.01.1991 Repair ‘SIDE BEARER’.
21.01.1991 Repair ‘STEP’.
21.01.1991 Repair ‘TANK WAG. SADDLES’.
21.01.1991 Repair ‘TANK WAG. STRAPS’.
21.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
21.01.1991 Repair ‘TOP CENTRE PLATE’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘TRAIN PIPE’.
21.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1991 Repair ‘UNDERFRAME COMPLETE’.
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21.01.1991 Repair ‘VEHICLE COMPLETE’.
21.01.1991 Repair ‘VEHICLE LOAD CAPACITY’.
21.01.1991 Repair ‘VEHICLE RECLASSIFY’.
21.01.1991 Repair ‘VEHICLE RENUMBERED’.
21.01.1991 Repair ‘VEHICLE RETARE’.
21.01.1991 Repair ‘YOKE COMPLETE’.
21.01.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘AQBY 5 C’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘COUPLER COMPLETE’.
16.04.1991 Repair ‘EMPTY LOAD VALVE’.
18.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1991 Repair ‘TANK WAG. SADDLES’.
18.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.10.1991 Repair ‘VEHICLE RETARE’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
24.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.02.1994 Repair ‘BOGIE COMPLETE’.
23.02.1994 Repair ‘BOGIE SPRING’.
23.02.1994 Repair ‘BRANCH PIPE’.
23.02.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1994 Repair ‘BRAKE PIN’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1994 Repair ‘BRAKE PIN’.
25.07.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

TR 14

Details: wagon ‘TR 14 X’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Date Built: 09.05.1930
Operating System: AN
Intended Use: ACID
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Remarks: U/F EX AQBY 4;NEW TANK 05.91
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 12.06.1996
Last Triple Valve: 02.05.1991
Last Brake Cylinder: 02.05.1991
Last Single Car Test: 20.09.1994
Last Lift: 18.10.1982

09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE CONTROL PIPE’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
01.05.1991 Repair ‘EMPTY LOAD VALVE’.
01.05.1991 Repair ‘END BRAKE COCK’.
01.05.1991 Repair ‘END HOSE’.
01.05.1991 Repair ‘GRADE CONTROL VALVE’.
01.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.05.1991 Repair ‘HOSE FITTINGS’.
01.05.1991 Repair ‘ISOLATING COCK’.
01.05.1991 Repair ‘NYLON HOSE’.
01.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.05.1991 Repair ‘TANK WAG. TANK COMPLETE’.
01.05.1991 Repair ‘TOP CENTRE PLATE’.
01.05.1991 Repair ‘TRAIN PIPE (END)’.
01.05.1991 Repair ‘TRAIN PIPE’.
01.05.1991 Repair ‘VEHICLE LOAD CAPACITY’.
01.05.1991 Repair ‘VEHICLE RECLASSIFY’.
01.05.1991 Repair ‘VEHICLE RENUMBERED’.
01.05.1991 Repair ‘VEHICLE RETARE’.
01.05.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 4 Q’
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘BOGIE COMPLETE’.
23.03.1993 Repair ‘BOGIE SPRING’.
23.03.1993 Repair ‘COUPLER COMPLETE’.
05.07.1993 Repair ‘END BRAKE COCK’.
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03.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1993 Repair ‘EMPTY LOAD VALVE’.
03.08.1993 Repair ‘END BRAKE COCK’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BRAKE BLOCK RB95’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
03.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘BOGIE SPRING’.
19.09.1994 Repair ‘BRAKE PIN’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
19.09.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.09.1994 Repair ‘HANDBRAKE HANDLE’.
19.09.1994 Repair ‘WHEEL SET’.
23.05.1995 Repair ‘BOGIE SPRING’.
12.06.1996 Repair ‘WHEEL SET’.

TR 15

Details: wagon ‘TR 15 R’ in AN ‘Tasmania Division’.

Owner: AN/E.Z. CO
Operator: C
Length Over Headstocks: 11m
Tare Weight: 20.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2730
Diagram Book Page No.: T W150
Date Built: 11.06.1930
Operating System: AN
Intended Use: ACID
Remarks: U/F EX AQBY 8;NEW TANK 06.91
BSG Code: FTTA

Capacity of 28260 litres

Capacity of 52 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 07.02.1996
Last Triple Valve: 30.05.1991
Last Brake Cylinder: 30.05.1991
Last Single Car Test: 07.02.1996
Last Lift: 01.09.1982
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09.02.1990 Alteration complete ‘RECLASSIFY RX,ARBX,AQBY TO TR CLASS AND FIT
NEW E.Z. ACID TANK. (2127)’. Length Over Headstocks: ‘11m’. Tare Weight:
‘20.9tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘TR’. Intended use: ‘ACID’. Capacity: ‘28260T.’

30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘BRANCH PIPE’.
30.05.1991 Repair ‘CARD OR CLIP HOLDER’.
30.05.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.05.1991 Repair ‘END BRAKE COCK’.
30.05.1991 Repair ‘END HOSE’.
30.05.1991 Repair ‘GRADE CONTROL VALVE’.
30.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.05.1991 Repair ‘ISOLATING COCK’.
30.05.1991 Repair ‘LADDER’.
30.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.05.1991 Repair ‘SIDE STEP’.
30.05.1991 Repair ‘TANK WAG. SADDLES’.
30.05.1991 Repair ‘TANK WAG. STRAPS’.
30.05.1991 Repair ‘TANK WAG. TANK COMPLETE’.
30.05.1991 Repair ‘TRAIN PIPE (END)’.
30.05.1991 Repair ‘TRAIN PIPE’.
30.05.1991 Repair ‘VEHICLE LOAD CAPACITY’.
30.05.1991 Repair ‘VEHICLE RECLASSIFY’.
30.05.1991 Repair ‘VEHICLE RENUMBERED’.
30.05.1991 Repair ‘VEHICLE RETARE’.
30.05.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘AQBY 8 G’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BOGIE COMPLETE’.
13.12.1991 Repair ‘BRAKE PULL ROD’.
13.12.1991 Repair ‘EMPTY LOAD VALVE’.
13.12.1991 Repair ‘END COMPLETE’.
13.12.1991 Repair ‘END FRAME MEMBER’.
13.12.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.12.1991 Repair ‘TANK WAG. TANK COMPLETE’.
13.12.1991 Repair ‘TRAIN PIPE (END)’.
13.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1994 Repair ‘BOGIE COMPLETE’.
01.06.1994 Repair ‘BRAKE LEVER’.
01.06.1994 Repair ‘COUPLER COMPLETE’.
10.07.1995 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

TR 9038

09.02.1990 Reclassified from wagon ‘TR 9038 W’ to ’ wagon ‘TR 1 T’.
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2.790 Wagon classification starting with ‘TSW’

TSW 2

Details: wagon ‘TSW 2 H’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: D
Length Over Headstocks: 3.7m
Tare Weight: 3.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $240
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CN 33
Date Built: 01.01.1938
Operating System: PRRPS
Intended Use: GENERAL
Remarks: W/O 17.09.88;SOLD PRRPS 08.12.89
BSG Code: SOZZ

Capacity of 1 tonnes

Fleet Grp Code: AH
Return to Service Date: 08.12.1989

08.12.1989 Repair ‘VEHICLE SOLD’.

2.791 Wagon classification starting with ‘TU’

TU 1

Details: wagon ‘TU 1 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 14.12.1937
Operating System: AN
Intended Use: CLAY SLURRY
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Remarks: U/F EX TA8447,TANK EX TK2
BSG Code: FTTD

Capacity of 22700 litres

Capacity of 32.2 tonnes

Fleet Grp Code: AG NE
Return to Service Date: 23.10.1996
Last Triple Valve: 17.01.1991
Last Single Car Test: 25.01.1995
Last Lift: 19.05.1983

13.09.1989 Repair ‘BRAKE BLOCK RB95’.
22.05.1990 Repair ‘SIDE STEP’.
22.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1990 Repair ‘LADDER’.
16.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1991 Repair ‘BOGIE COMPLETE’.
16.01.1991 Repair ‘BRAKE BLOCK RB95’.
16.01.1991 Repair ‘BRAKE CONTROL PIPE’.
16.01.1991 Repair ‘BRANCH PIPE’.
16.01.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.01.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.01.1991 Repair ‘TANK WAG. SKIRTING’.
16.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BRANCH PIPE’.
07.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1992 Repair ‘BOGIE COMPLETE’.
07.12.1992 Repair ‘BRAKE BLOCK RB95’.
07.12.1992 Repair ‘COUPLER COMPLETE’.
07.12.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
07.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BRAKE BLOCK RB95’.
27.01.1994 Repair ‘WHEEL SET’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1994 Repair ‘BOGIE COMPLETE’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘BRAKE PIN’.
07.04.1994 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘END BRAKE COCK’.
07.04.1994 Repair ‘WHEEL SET’.
02.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1994 Repair ‘BOGIE COMPLETE’.
02.05.1994 Repair ‘BRAKE PULL ROD’.
02.05.1994 Repair ‘COUPLER COMPLETE’.
02.05.1994 Repair ‘COUPLER KNUCKLE’.
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02.05.1994 Repair ‘END BRAKE COCK’.
02.05.1994 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.05.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
23.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1994 Repair ‘BOGIE COMPLETE’.
23.06.1994 Repair ‘BRAKE BLOCK RB95’.
23.06.1994 Repair ‘COUPLER COMPLETE’.
21.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘BRAKE BLOCK RB95’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
27.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1994 Repair ‘BOGIE COMPLETE’.
27.09.1994 Repair ‘BRAKE BLOCK RB95’.
27.09.1994 Repair ‘COUPLER COMPLETE’.
27.09.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
27.09.1994 Repair ‘WHEEL SET’.
24.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1995 Repair ‘BRAKE BLOCK RB95’.
24.01.1995 Repair ‘BRAKE PULL ROD’.
24.01.1995 Repair ‘BRAKE PULL ROD’.
24.01.1995 Repair ‘COUPLER COMPLETE’.
24.01.1995 Repair ‘END COMPLETE’.
24.01.1995 Repair ‘LADDER’.
24.01.1995 Repair ‘SIDE MEMBER’.
24.01.1995 Repair ‘SIDE STEP’.
24.01.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
24.01.1995 Repair ‘TANK WAG. SADDLES’.
24.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1995 Repair ‘COUPLER COMPLETE’.
29.08.1995 Repair ‘BRAKE BLOCK RB95’.
02.11.1995 Repair ‘BRAKE PULL ROD’.
02.11.1995 Repair ‘BRANCH PIPE’.
30.04.1996 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1996 Repair ‘BOGIE COMPLETE’.
23.10.1996 Repair ‘BOGIE ADAPTER’.
23.10.1996 Repair ‘BRAKE PULL ROD’.

TU 2

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE COMPLETE’.
10.08.1989 Repair ‘COUPLER COMPLETE’.
10.08.1989 Repair ‘END COMPLETE’.
10.08.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.08.1989 Repair ‘TANK WAG.INTERNAL INSPECTION’.
10.08.1989 Repair ‘VEHICLE STENCILS’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
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30.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
26.09.1989 Repair ‘BRAKE BLOCK RB95’.
17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘COUPLER COMPLETE’.
17.10.1989 Repair ‘TANK WAG. ADAPTOR’.
17.10.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘END HOSE’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE COMPLETE’.
21.12.1989 Repair ‘COUPLER COMPLETE’.
21.12.1989 Repair ‘TANK WAG. DISCHARGE VALVE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘SIDE BEARER’.
15.10.1990 Repair ‘SIDE SILL’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘BRANCH PIPE’.
14.11.1990 Repair ‘CARD OR CLIP HOLDER’.
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘TANK WAG. ADAPTOR’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘END BRAKE COCK’.
19.06.1992 Repair ‘END BRAKE COCK’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRAKE BLOCK RB95’.
13.08.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.08.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.09.1992 Repair ‘BOGIE COMPLETE’.
16.09.1992 Repair ‘COUPLER COMPLETE’.
16.09.1992 Repair ‘END BRAKE COCK’.
16.09.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1992 Repair ‘STEP’.
29.10.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘END BRAKE COCK’.
17.08.1993 Repair ‘END BRAKE COCK’.
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17.08.1993 Repair ‘END BRAKE COCK’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BOGIE COMPLETE’.
24.08.1993 Repair ‘BRAKE BLOCK RB101’.
24.08.1993 Repair ‘COUPLER COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TU 3

Details: wagon ‘TU 3 U’ in AN ‘Tasmania Division’.

Owner: PRIVATE
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 01.01.1901
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TA8446,TANK EX APT1
BSG Code: FTTD

Capacity of 22700 litres

Capacity of 32.2 tonnes

Fleet Grp Code: AG NE
Return to Service Date: 04.04.1997
Last Triple Valve: 27.10.1993
Last Single Car Test: 15.11.1994

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE BEARERS’.
10.07.1989 Repair ‘BRANCH PIPE’.
10.07.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.07.1989 Repair ‘TANK WAG. MAN HOLE COVERS’.
10.07.1989 Repair ‘TANK WAG. SADDLES’.
10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘STEP’.
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
05.10.1989 Repair ‘COUPLER COMPLETE’.
27.10.1989 Repair ‘GRADE CONTROL VALVE’.
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.01.1990 Repair ‘BRAKE BLOCK RB95’.
30.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1990 Repair ‘BOGIE COMPLETE’.
30.03.1990 Repair ‘COUPLER COMPLETE’.
30.03.1990 Repair ‘HANDRAILS’.
30.03.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
30.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘COUPLER COMPLETE’.
13.06.1990 Repair ‘SIDE BEARER’.
13.06.1990 Repair ‘STEP’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘LADDER’.
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘BOGIE COMPLETE’.
13.03.1992 Repair ‘BRANCH PIPE’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
13.03.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
28.04.1992 Repair ‘END BRAKE COCK’.
28.04.1992 Repair ‘LADDER’.
15.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1992 Repair ‘BOGIE COMPLETE’.
15.09.1992 Repair ‘COUPLER COMPLETE’.
15.09.1992 Repair ‘END HOSE’.
15.09.1992 Repair ‘HANDBRAKE HANDLE’.
15.09.1992 Repair ‘STEP’.
15.09.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
15.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
15.09.1992 Repair ‘TANK WAG. TANK COMPLETE’.
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘BOGIE COMPLETE’.
13.10.1992 Repair ‘CARD OR CLIP HOLDER’.
13.10.1992 Repair ‘COUPLER COMPLETE’.
13.10.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
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12.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1993 Repair ‘BOGIE COMPLETE’.
12.02.1993 Repair ‘COUPLER COMPLETE’.
12.02.1993 Repair ‘STEP’.
12.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Repair ‘BRAKE BLOCK RB95’.
18.03.1993 Repair ‘COUPLER COMPLETE’.
18.03.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE COMPLETE’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘COUPLER COMPLETE’.
13.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
27.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
27.10.1993 Repair ‘END BRAKE COCK’.
27.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.10.1993 Repair ‘TANK WAG. TANK COMPLETE’.
27.10.1993 Repair ‘VEHICLE RETARE’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘BRAKE BLOCK RB95’.
03.03.1994 Repair ‘COUPLER COMPLETE’.
03.03.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
17.10.1994 Repair ‘BOGIE COMPLETE’.
17.10.1994 Repair ‘BRAKE BLOCK RB95’.
17.10.1994 Repair ‘COUPLER COMPLETE’.
15.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1994 Repair ‘BOGIE COMPLETE’.
15.11.1994 Repair ‘COUPLER COMPLETE’.
15.11.1994 Repair ‘COUPLER KNUCKLE’.
15.11.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1994 Repair ‘WHEEL SET’.
19.04.1995 Repair ‘BRAKE BLOCK RB95’.
01.06.1995 Repair ‘WHEEL SET’.
07.06.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1995 Repair ‘BRAKE BLOCK RB95’.
29.08.1995 Repair ‘BRAKE BLOCK RB95’.
08.09.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1995 Repair ‘BRAKE BLOCK RB95’.
08.03.1996 Repair ‘HANDRAILS’.
04.04.1997 Repair ‘HANDRAILS’.
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TU 4

Details: wagon ‘TU 4 G’ in AN ‘Tasmania Division’.

Owner: PRIVATE
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.8tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 25.06.1936
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TA8442,TANK EX VT4
BSG Code: FTTD

Capacity of 22700 litres

Capacity of 32.2 tonnes

Fleet Grp Code: AG NE
Return to Service Date: 17.03.1997
Due Triple Valve: 19.01.1996
Last Triple Valve: 03.11.1993
Last Brake Cylinder: 03.11.1993
Last Single Car Test: 13.03.1996
Last Lift: 16.09.1982

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
26.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
04.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.11.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.12.1989 Repair ‘BOGIE COMPLETE’.
20.12.1989 Repair ‘COUPLER COMPLETE’.
20.12.1989 Repair ‘END HOSE’.
20.12.1989 Repair ‘LADDER’.
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20.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1990 Repair ‘BOGIE COMPLETE’.
18.01.1990 Repair ‘BRAKE PIN’.
18.01.1990 Repair ‘COUPLER COMPLETE’.
18.01.1990 Repair ‘LADDER’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘BOGIE COMPLETE’.
07.06.1990 Repair ‘COUPLER COMPLETE’.
07.06.1990 Repair ‘SIDE BEARER’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘COUPLER COMPLETE’.
28.05.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Repair ‘VEHICLE STENCILS’.
30.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
30.08.1991 Repair ‘BRAKE BLOCK RB95’.
30.08.1991 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.08.1991 Repair ‘TANK WAG. STRAPS’.
30.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE COMPLETE’.
02.11.1993 Repair ‘BRAKE BLOCK RB95’.
02.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.11.1993 Repair ‘COUPLER COMPLETE’.
02.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1993 Repair ‘LADDER’.
02.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
02.11.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.11.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
02.11.1993 Repair ‘TANK WAG. SADDLES’.
02.11.1993 Repair ‘TANK WAG. STRAPS’.
02.11.1993 Repair ‘TANK WAG. TANK COMPLETE’.
22.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1993 Repair ‘END BRAKE COCK’.
22.12.1993 Repair ‘TRAIN PIPE’.
20.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1994 Repair ‘TRAIN PIPE’.
21.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1994 Repair ‘HANDBRAKE HANDLE’.
21.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1994 Repair ‘BOGIE COMPLETE’.
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02.03.1994 Repair ‘COUPLER COMPLETE’.
02.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.03.1994 Repair ‘TRAIN PIPE (END)’.
26.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1994 Repair ‘BOGIE COMPLETE’.
26.08.1994 Repair ‘COUPLER COMPLETE’.
26.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1995 Repair ‘BRAKE BLOCK RB95’.
13.01.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.01.1995 Repair ‘COUPLER TRIGGER LEVER’.
13.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.07.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
11.03.1996 Repair ‘TANK WAG. TANK COMPLETE’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1996 Repair ‘TANK WAG. SADDLES’.
23.09.1996 Repair ‘STEP’.
05.03.1997 Repair ‘STEP’.
05.03.1997 Repair ‘WHEEL SET’.
17.03.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.

TU 5

Details: wagon ‘TU 5 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $4630
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 24.11.1911
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TA4874;TANK EX TU1
BSG Code: FTTD

Capacity of 22700 litres

Fleet Grp Code: AH NE
Return to Service Date: 10.12.1996
Last Triple Valve: 13.09.1993
Last Single Car Test: 03.07.1996
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25.05.1987 Reclassified from wagon ‘TU 5 P’ to ’ wagon ‘TU 15 A’.
27.02.1989 Alteration complete ‘PLACE TANK EX TU1 ON UNDERFRAME EX TA4874

PLACE TANK EX ST11 ON UNDERFRAME EX TQ8 (2116)’. New class: ‘TU’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘COUPLER COMPLETE’.
19.10.1989 Repair ‘TANK WAG. ADAPTOR’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘ISOLATING COCK’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1990 Repair ‘BOGIE COMPLETE’.
26.11.1990 Repair ‘COUPLER COMPLETE’.
26.11.1990 Repair ‘LADDER’.
26.11.1990 Repair ‘SIDE BEARER’.
17.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.09.1991 Repair ‘BOGIE COMPLETE’.
17.09.1991 Repair ‘BRAKE PULL ROD’.
17.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.09.1991 Repair ‘COUPLER COMPLETE’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1991 Repair ‘BOGIE COMPLETE’.
11.12.1991 Repair ‘BRAKE PIN’.
11.12.1991 Repair ‘COUPLER COMPLETE’.
11.12.1991 Repair ‘END BRAKE COCK’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.02.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘COUPLER COMPLETE’.
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE COMPLETE’.
13.09.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
13.09.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
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13.09.1993 Repair ‘TANK WAG. SADDLES’.
13.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BOGIE COMPLETE’.
05.11.1993 Repair ‘BRAKE CONTROL PIPE’.
05.11.1993 Repair ‘COUPLER COMPLETE’.
31.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1994 Repair ‘BRAKE PIN’.
31.03.1994 Repair ‘COUPLER TRIGGER LEVER’.
31.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1994 Repair ‘BOGIE COMPLETE’.
19.05.1994 Repair ‘BRAKE BLOCK RB95’.
19.05.1994 Repair ‘COUPLER COMPLETE’.
28.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1994 Repair ‘BOGIE COMPLETE’.
28.07.1994 Repair ‘BRAKE PULL ROD’.
28.07.1994 Repair ‘CARD OR CLIP HOLDER’.
28.07.1994 Repair ‘COUPLER COMPLETE’.
28.07.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
28.10.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1994 Repair ‘BOGIE COMPLETE’.
28.10.1994 Repair ‘COUPLER COMPLETE’.
28.10.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
25.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1995 Repair ‘BOGIE COMPLETE’.
25.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.01.1995 Repair ‘STEP’.
30.05.1995 Repair ‘STEP’.
21.07.1995 Repair ‘LADDER’.
10.08.1995 Repair ‘STEP’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1996 Repair ‘BOGIE COMPLETE’.

TU 6

28.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1989 Repair ‘SIDE STEP’.
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02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘END BRAKE COCK’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘LADDER’.
23.01.1990 Repair ‘TRAIN PIPE’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘BRAKE PULL ROD’.
01.06.1990 Repair ‘BRANCH PIPE’.
01.06.1990 Repair ‘COUPLER COMPLETE’.
01.06.1990 Repair ‘SIDE BEARER’.
01.06.1990 Repair ‘TOP CENTRE PLATE’.
01.06.1990 Repair ‘TRAIN PIPE (END)’.
08.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘BOGIE COMPLETE’.
06.05.1992 Repair ‘BRAKE BLOCK RB95’.
06.05.1992 Repair ‘BRAKE BLOCK RB95’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘COUPLER COMPLETE’.
06.05.1992 Repair ‘TANK WAG.INTERNAL INSPECTION’.
06.05.1992 Repair ‘TANK WAG.INTERNAL INSPECTION’.
06.05.1992 Repair ‘WHEEL SET’.
06.05.1992 Repair ‘WHEEL SET’.
07.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘TANK WAG. ADAPTOR’.
05.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
05.04.1993 Repair ‘TRAIN PIPE (END)’.
05.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE COMPLETE’.
17.05.1993 Repair ‘BRAKE BLOCK RB95’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE COMPLETE’.
16.06.1993 Repair ‘COUPLER COMPLETE’.
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16.06.1993 Repair ‘COUPLER KNUCKLE’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Repair ‘TANK WAG. TANK COMPLETE’.
13.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1993 Repair ‘BOGIE COMPLETE’.
13.10.1993 Repair ‘BRAKE BLOCK RB95’.
13.10.1993 Repair ‘BRAKE LEVER’.
13.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.11.1993 Repair ‘BRAKE BLOCK OTHER’.
10.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘BRAKE BLOCK RB95’.
08.12.1993 Repair ‘CENTRE SILL’.
08.12.1993 Repair ‘YOKE CARRIER’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1994 Repair ‘BOGIE COMPLETE’.
05.01.1994 Repair ‘BRAKE BLOCK RB95’.
05.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
05.01.1994 Repair ‘COUPLER COMPLETE’.
15.01.1994 Repair ‘VEHICLE SOLD’.
16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.02.1994 Repair ‘BOGIE COMPLETE’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE BLOCK RB95’.
16.02.1994 Repair ‘BRAKE PULL ROD’.
16.02.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.02.1994 Repair ‘COUPLER COMPLETE’.
16.02.1994 Repair ‘SIDE SHEET’.
16.02.1994 Repair ‘STEP’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘SIDE MEMBER’.
10.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1994 Repair ‘BOGIE COMPLETE’.
30.05.1994 Repair ‘BRAKE BLOCK RB95’.
30.05.1994 Repair ‘COUPLER COMPLETE’.
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TU 7

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.07.1989 Repair ‘BRAKE PULL ROD’.
20.07.1989 Repair ‘COUPLER COMPLETE’.
17.08.1989 Repair ‘BRAKE BLOCK RB95’.
22.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
23.02.1990 Repair ‘BRAKE PIN’.
23.02.1990 Repair ‘COUPLER COMPLETE’.
07.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1990 Repair ‘BOGIE COMPLETE’.
07.05.1990 Repair ‘COUPLER COMPLETE’.
07.05.1990 Repair ‘TANK WAG. DISCHARGE PIPE’.
07.05.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
07.05.1990 Repair ‘TANK WAG. SKIRTING’.
20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘BOGIE COMPLETE’.
20.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘COUPLER COMPLETE’.
20.09.1990 Repair ‘TANK WAG. TANK COMPLETE’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1990 Repair ‘BOGIE COMPLETE’.
15.10.1990 Repair ‘COUPLER COMPLETE’.
15.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘BOGIE COMPLETE’.
20.08.1991 Repair ‘BRAKE BLOCK RB95’.
20.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.08.1991 Repair ‘COUPLER COMPLETE’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘LADDER’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘TANK WAG. TANK COMPLETE’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRAKE BLOCK RB95’.
13.08.1992 Repair ‘BRAKE PULL ROD’.
13.08.1992 Repair ‘COUPLER COMPLETE’.
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26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE COMPLETE’.
26.10.1992 Repair ‘COUPLER COMPLETE’.
26.10.1992 Repair ‘LADDER’.
26.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
11.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1992 Repair ‘BOGIE COMPLETE’.
11.11.1992 Repair ‘COUPLER COMPLETE’.
11.11.1992 Repair ‘TANK WAG. ADAPTOR’.
11.11.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.03.1993 Repair ‘BOGIE COMPLETE’.
04.03.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1993 Repair ‘BRAKE LEVER’.
04.03.1993 Repair ‘COUPLER COMPLETE’.
04.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1993 Repair ‘BOGIE COMPLETE’.
28.05.1993 Repair ‘BRAKE BLOCK RB95’.
28.05.1993 Repair ‘COUPLER COMPLETE’.
28.05.1993 Repair ‘GRADE CONTROL VALVE’.
28.05.1993 Repair ‘TANK WAG. TANK COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TU 8

24.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Repair ‘STEP’.
30.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1989 Repair ‘END BRAKE COCK’.
11.09.1989 Repair ‘END HOSE’.
11.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
18.09.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.11.1989 Repair ‘BOGIE COMPLETE’.
14.11.1989 Repair ‘BRAKE BLOCK RB95’.
14.11.1989 Repair ‘COUPLER COMPLETE’.
14.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1989 Repair ‘WHEEL SET’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘STEP’.
01.02.1990 Repair ‘STEP’.
18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.04.1990 Repair ‘BRAKE BLOCK RB95’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘BOGIE COMPLETE’.
25.07.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1990 Repair ‘STEP’.
25.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1991 Repair ‘COUPLER COMPLETE’.
11.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BOGIE COMPLETE’.
28.05.1991 Repair ‘COUPLER COMPLETE’.
28.05.1991 Repair ‘STEP’.
28.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.05.1991 Repair ‘WEAR PLATES & SADDLES’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BOGIE COMPLETE’.
13.06.1991 Repair ‘COUPLER COMPLETE’.
13.06.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘BOGIE COMPLETE’.
17.07.1992 Repair ‘TANK WAG. TANK COMPLETE’.
17.07.1992 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘END BRAKE COCK’.
02.03.1993 Repair ‘TANK WAG. TANK COMPLETE’.
02.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1993 Repair ‘TANK WAG. TANK COMPLETE’.
01.07.1993 Repair ‘TANK WAG. TANK COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TU 9

26.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.09.1989 Repair ‘BRANCH PIPE’.
20.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
20.09.1989 Repair ‘TRAIN PIPE’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE ADAPTER’.
16.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1989 Repair ‘BOGIE COMPLETE’.
16.10.1989 Repair ‘COUPLER COMPLETE’.
16.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.10.1989 Repair ‘SIDE STEP’.
16.10.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.11.1989 Repair ‘BRAKE PULL ROD’.
17.11.1989 Repair ‘BRAKE BLOCK RB95’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘TRAIN PIPE’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘TANK WAG. MAN HOLE COVERS’.
23.08.1990 Repair ‘TRAIN PIPE’.
23.08.1990 Repair ‘WHEEL SET’.
29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘BOGIE BEARERS’.
29.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1990 Repair ‘BOGIE COMPLETE’.
29.10.1990 Repair ‘COUPLER COMPLETE’.
29.10.1990 Repair ‘SIDE BEARER’.
05.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘BRAKE PIN’.
05.02.1992 Repair ‘COUPLER COMPLETE’.
04.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1992 Repair ‘BOGIE COMPLETE’.
04.03.1992 Repair ‘BRANCH PIPE’.
04.03.1992 Repair ‘COUPLER COMPLETE’.
13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘TANK WAG. INTERNAL DISCHARGE PIPE’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘TANK WAG. TANK COMPLETE’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE COMPLETE’.
01.06.1993 Repair ‘COUPLER COMPLETE’.
01.06.1993 Repair ‘TANK WAG. SADDLES’.
01.06.1993 Repair ‘TRAIN PIPE (END)’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.
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TU 10

19.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘ISOLATING COCK’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.09.1989 Repair ‘BOGIE BRAKE SHOE’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
25.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘BRAKE BLOCK RB95’.
26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘BRAKE PULL ROD’.
26.10.1989 Repair ‘COUPLER COMPLETE’.
26.10.1989 Repair ‘STEP’.
26.10.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
26.10.1989 Repair ‘TANK WAG. SADDLES’.
26.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘TANK WAG. SADDLES’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRAKE BLOCK RB95’.
14.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.06.1990 Repair ‘LADDER’.
14.06.1990 Repair ‘SIDE BEARER’.
14.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1990 Repair ‘BOGIE COMPLETE’.
31.07.1990 Repair ‘COUPLER COMPLETE’.
31.07.1990 Repair ‘END BRAKE COCK’.
31.07.1990 Repair ‘END HOSE’.
31.07.1990 Repair ‘HOSE FITTINGS’.
31.07.1990 Repair ‘NYLON HOSE’.
31.07.1990 Repair ‘STEP’.
31.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BRAKE BLOCK RB95’.
14.08.1990 Repair ‘TANK WAG. TANK COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘TANK WAG. TANK COMPLETE’.
21.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1992 Repair ‘BOGIE COMPLETE’.
21.02.1992 Repair ‘BRAKE BLOCK RB95’.
21.02.1992 Repair ‘COUPLER COMPLETE’.
21.02.1992 Repair ‘TANK WAG.INTERNAL INSPECTION’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE COMPLETE’.
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23.03.1992 Repair ‘BRAKE BLOCK RB95’.
23.03.1992 Repair ‘COUPLER COMPLETE’.
23.03.1992 Repair ‘YOKE CARRIER’.
24.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1992 Repair ‘BOGIE COMPLETE’.
24.06.1992 Repair ‘BRAKE BLOCK RB95’.
24.06.1992 Repair ‘COUPLER COMPLETE’.
24.06.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
08.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
06.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1992 Repair ‘BOGIE COMPLETE’.
06.11.1992 Repair ‘COUPLER COMPLETE’.
06.11.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1992 Repair ‘BOGIE COMPLETE’.
17.11.1992 Repair ‘COUPLER COMPLETE’.
17.11.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.02.1993 Repair ‘BOGIE COMPLETE’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘BRAKE BLOCK RB95’.
02.02.1993 Repair ‘COUPLER COMPLETE’.
02.02.1993 Repair ‘STEP’.
02.02.1993 Repair ‘TANK WAG. TANK COMPLETE’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘TANK WAG. ADAPTOR’.
05.04.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1993 Repair ‘BRAKE PULL ROD’.
29.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
29.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.07.1993 Repair ‘BOGIE COMPLETE’.
01.07.1993 Repair ‘BRAKE BLOCK RB95’.
01.07.1993 Repair ‘COUPLER COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TU 11

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
20.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘STEP’.
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29.08.1989 Repair ‘BRAKE BLOCK RB95’.
05.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘LADDER’.
16.10.1989 Repair ‘TANK WAG. TANK COMPLETE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘TANK WAG. SADDLES’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER COMPLETE’.
19.09.1990 Repair ‘LADDER’.
23.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.10.1990 Repair ‘BOGIE COMPLETE’.
23.10.1990 Repair ‘COUPLER COMPLETE’.
23.10.1990 Repair ‘SIDE BEARER’.
23.10.1990 Repair ‘SIDE MEMBER’.
23.10.1990 Repair ‘STANCHION’.
23.10.1990 Repair ‘TANK WAG. TANK COMPLETE’.
23.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.01.1991 Repair ‘BOGIE COMPLETE’.
24.01.1991 Repair ‘COUPLER COMPLETE’.
24.01.1991 Repair ‘LADDER’.
09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘BRAKE PULL ROD’.
09.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.09.1991 Repair ‘COUPLER COMPLETE’.
09.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.09.1991 Repair ‘WEAR PLATES & SADDLES’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
26.09.1991 Repair ‘COUPLER COMPLETE’.
26.09.1991 Repair ‘LADDER’.
26.09.1991 Repair ‘SIDE BEARER’.
26.09.1991 Repair ‘TANK WAG. SADDLES’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1992 Repair ‘BOGIE COMPLETE’.
23.03.1992 Repair ‘COUPLER COMPLETE’.

20554



2.791. Wagon classification starting with ‘TU’

23.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘BRAKE BLOCK RB95’.
28.04.1992 Repair ‘BRANCH PIPE’.
28.04.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE COMPLETE’.
26.10.1992 Repair ‘COUPLER COMPLETE’.
26.10.1992 Repair ‘STEP’.
26.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE COMPLETE’.
11.02.1993 Repair ‘BRAKE BLOCK RB95’.
11.02.1993 Repair ‘COUPLER COMPLETE’.
11.02.1993 Repair ‘TANK WAG. TANK COMPLETE’.
17.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1993 Repair ‘BOGIE COMPLETE’.
17.05.1993 Repair ‘COUPLER COMPLETE’.
17.05.1993 Repair ‘TANK WAG. SADDLES’.
26.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1993 Repair ‘BRAKE PIN’.
26.07.1993 Repair ‘BRAKE PULL ROD’.
26.07.1993 Repair ‘END BRAKE COCK’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BRAKE BLOCK RB95’.
08.09.1993 Repair ‘BRAKE LEVER’.
08.09.1993 Repair ‘BRAKE PULL ROD’.
08.09.1993 Repair ‘END BRAKE COCK’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TU 12

02.08.1989 Repair ‘BRAKE BLOCK RB95’.
08.08.1989 Repair ‘BRAKE BLOCK RB95’.
30.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘STEP’.
02.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
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27.03.1990 Repair ‘COUPLER COMPLETE’.
27.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
24.04.1990 Repair ‘BOGIE BRAKE SHOE’.
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘COUPLER COMPLETE’.
23.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BOGIE COMPLETE’.
27.06.1990 Repair ‘COUPLER COMPLETE’.
27.06.1990 Repair ‘HANDRAILS’.
27.06.1990 Repair ‘LADDER’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘BRAKE PIN’.
16.10.1990 Repair ‘BRAKE PULL ROD’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
09.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.01.1991 Repair ‘BOGIE COMPLETE’.
09.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.01.1991 Repair ‘COUPLER COMPLETE’.
09.01.1991 Repair ‘TANK WAG. TANK COMPLETE’.
09.01.1991 Repair ‘WHEEL SET’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.04.1992 Repair ‘BOGIE COMPLETE’.
13.04.1992 Repair ‘BRAKE BLOCK RB95’.
13.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.04.1992 Repair ‘COUPLER COMPLETE’.
13.04.1992 Repair ‘STANCHION’.
13.04.1992 Repair ‘STEP’.
13.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
30.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1992 Repair ‘BOGIE COMPLETE’.
30.11.1992 Repair ‘BRAKE BLOCK RB95’.
30.11.1992 Repair ‘COUPLER COMPLETE’.
30.11.1992 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.11.1992 Repair ‘TANK WAG. SADDLES’.
30.11.1992 Repair ‘TANK WAG. TANK COMPLETE’.
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1993 Repair ‘END BRAKE COCK’.
30.07.1993 Repair ‘STEP’.
15.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1993 Repair ‘BOGIE COMPLETE’.
15.12.1993 Repair ‘BRAKE BLOCK RB95’.
15.12.1993 Repair ‘COUPLER COMPLETE’.
15.12.1993 Repair ‘STEP’.
15.12.1993 Repair ‘TANK WAG. SADDLES’.
15.12.1993 Repair ‘TANK WAG. TANK COMPLETE’.
14.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1994 Repair ‘BOGIE COMPLETE’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.01.1994 Repair ‘COUPLER COMPLETE’.
14.01.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1994 Repair ‘BOGIE COMPLETE’.
24.06.1994 Repair ‘BRAKE BLOCK RB95’.
24.06.1994 Repair ‘COUPLER COMPLETE’.
24.06.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘BRAKE BLOCK RB95’.
30.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
30.06.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
30.06.1994 Repair ‘WHEEL SET’.
05.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1994 Repair ‘BOGIE COMPLETE’.
05.07.1994 Repair ‘COUPLER COMPLETE’.
05.07.1994 Repair ‘TANK WAG. SADDLES’.
05.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1994 Repair ‘BOGIE COMPLETE’.
13.09.1994 Repair ‘COUPLER COMPLETE’.
13.09.1994 Repair ‘TANK WAG. TANK COMPLETE’.
30.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
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TU 13

Details: wagon ‘TU 13 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1120
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 15.03.1914
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TM 70
BSG Code: FTTD

Capacity of 23640 litres

Capacity of 35 tonnes

Fleet Grp Code: AG NE
Return to Service Date: 09.12.1996
Due Triple Valve: 19.01.1996
Last Brake Cylinder: 19.02.1992
Last Single Car Test: 15.08.1996
Last Lift: 13.03.1981

24.07.1989 Repair ‘BRAKE BLOCK RB95’.
31.07.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
11.08.1989 Repair ‘BRAKE BLOCK RB95’.
31.08.1989 Repair ‘BRAKE BLOCK RB95’.
13.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
18.10.1989 Repair ‘BRAKE BLOCK RB95’.
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.11.1989 Repair ‘END BRAKE COCK’.
09.11.1989 Repair ‘BRAKE BLOCK RB95’.
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BRAKE BLOCK RB95’.
13.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1990 Repair ‘END BRAKE COCK’.
02.01.1990 Repair ‘END HOSE’.
02.01.1990 Repair ‘STEP’.
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19.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1990 Repair ‘BOGIE COMPLETE’.
19.04.1990 Repair ‘COUPLER COMPLETE’.
19.04.1990 Repair ‘TANK WAG. SADDLES’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1990 Repair ‘LADDER’.
15.06.1990 Repair ‘SIDE BEARER’.
15.06.1990 Repair ‘TANK WAG. ADAPTOR’.
15.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘COUPLER COMPLETE’.
08.11.1990 Repair ‘SIDE BEARER’.
08.11.1990 Repair ‘STEP’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Repair ‘VEHICLE STENCILS’.
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Repair ‘BOGIE COMPLETE’.
10.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1991 Repair ‘COUPLER COMPLETE’.
10.04.1991 Repair ‘END HOSE’.
10.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
19.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
19.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘BRAKE BLOCK RB101’.
19.05.1992 Repair ‘COUPLER COMPLETE’.
19.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.05.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.07.1992 Repair ‘BOGIE COMPLETE’.
16.07.1992 Repair ‘BRAKE BLOCK RB95’.
16.07.1992 Repair ‘BRAKE PIN’.
16.07.1992 Repair ‘COUPLER COMPLETE’.
08.09.1992 Repair ‘TANK WAG. MAN HOLE COVERS’.
06.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1993 Repair ‘BOGIE COMPLETE’.
06.04.1993 Repair ‘COUPLER COMPLETE’.
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06.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER COMPLETE’.
30.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.07.1993 Repair ‘STEP’.
30.07.1993 Repair ‘YOKE CARRIER’.
17.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1994 Repair ‘BOGIE COMPLETE’.
17.02.1994 Repair ‘BRAKE BLOCK RB95’.
17.02.1994 Repair ‘COUPLER COMPLETE’.
17.02.1994 Repair ‘STEP’.
17.02.1994 Repair ‘TANK WAG. SADDLES’.
17.02.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.03.1994 Repair ‘BOGIE COMPLETE’.
03.03.1994 Repair ‘STEP’.
04.07.1994 Repair ‘BOGIE COMPLETE’.
04.07.1994 Repair ‘BRAKE BLOCK RB95’.
04.07.1994 Repair ‘COUPLER COMPLETE’.
04.07.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
06.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1994 Repair ‘BOGIE COMPLETE’.
06.09.1994 Repair ‘COUPLER COMPLETE’.
06.09.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
06.09.1994 Repair ‘TANK WAG. TANK COMPLETE’.
06.09.1994 Repair ‘TOP CENTRE PLATE’.
06.09.1994 Repair ‘YOKE CARRIER’.
12.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1995 Repair ‘BRAKE BLOCK RB95’.
12.01.1995 Repair ‘BRAKE CONTROL PIPE’.
12.01.1995 Repair ‘BRAKE PULL ROD’.
12.01.1995 Repair ‘BRANCH PIPE’.
12.01.1995 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.01.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.01.1995 Repair ‘LADDER’.
12.01.1995 Repair ‘TANK WAG. DISCHARGE PIPE’.
12.01.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
12.01.1995 Repair ‘TANK WAG. TANK COMPLETE’.
12.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1995 Repair ‘END SILL’.
17.05.1995 Repair ‘SIDE SILL’.
08.02.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1996 Repair ‘TANK WAG. DISCHARGE PIPE’.
14.08.1996 Repair ‘BOGIE SPRING’.
15.08.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1996 Repair ‘BRAKE PULL ROD’.
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09.12.1996 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

TU 14

Details: wagon ‘TU 14 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.1m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1120
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 11.10.1913
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TM 25
BSG Code: FTTD

Capacity of 23640 litres

Capacity of 35 tonnes

Fleet Grp Code: NE
Return to Service Date: 07.11.1996
Last Brake Cylinder: 06.01.1995
Last Single Car Test: 06.01.1995
Last Lift: 22.12.1977

31.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.08.1989 Repair ‘END HOSE’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
08.12.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘TANK WAG. DISCHARGE VALVE’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
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27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘COUPLER COMPLETE’.
27.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1990 Repair ‘LADDER’.
27.04.1990 Repair ‘LADDER’.
27.04.1990 Repair ‘TANK WAG. TANK COMPLETE’.
27.04.1990 Repair ‘TANK WAG. TANK COMPLETE’.
30.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1991 Repair ‘BOGIE COMPLETE’.
21.01.1991 Repair ‘BRAKE CONTROL PIPE’.
21.01.1991 Repair ‘COUPLER COMPLETE’.
21.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1991 Repair ‘STEP’.
21.01.1991 Repair ‘TRAIN PIPE (END)’.
21.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘BOGIE COMPLETE’.
01.11.1991 Repair ‘BRAKE LEVER’.
01.11.1991 Repair ‘COUPLER COMPLETE’.
01.11.1991 Repair ‘SIDE STEP’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.02.1992 Repair ‘BRAKE LEVER’.
27.02.1992 Repair ‘BRAKE PULL ROD’.
27.02.1992 Repair ‘BRANCH PIPE’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE COMPLETE’.
12.10.1992 Repair ‘COUPLER COMPLETE’.
12.10.1992 Repair ‘LADDER’.
11.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.03.1993 Repair ‘BOGIE COMPLETE’.
11.03.1993 Repair ‘BRAKE BLOCK RB95’.
11.03.1993 Repair ‘COUPLER COMPLETE’.
11.03.1993 Repair ‘HANDBRAKE HANDLE’.
11.03.1993 Repair ‘STEP’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BOGIE SPRING’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

20562



2.791. Wagon classification starting with ‘TU’

22.06.1993 Repair ‘STEP’.
22.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.06.1993 Repair ‘WHEEL SET’.
27.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.08.1993 Repair ‘BOGIE COMPLETE’.
27.08.1993 Repair ‘BRAKE BLOCK RB95’.
27.08.1993 Repair ‘BRAKE PULL ROD’.
27.08.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘COUPLER KNUCKLE’.
18.11.1993 Repair ‘TANK WAG. TANK COMPLETE’.
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘BOGIE COMPLETE’.
07.12.1993 Repair ‘COUPLER COMPLETE’.
07.12.1993 Repair ‘TANK WAG. TANK COMPLETE’.
09.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1994 Repair ‘BOGIE COMPLETE’.
09.04.1994 Repair ‘COUPLER COMPLETE’.
09.04.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
14.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1994 Repair ‘BOGIE COMPLETE’.
14.04.1994 Repair ‘BRAKE BLOCK RB95’.
14.04.1994 Repair ‘COUPLER COMPLETE’.
14.04.1994 Repair ‘TANK WAG. SADDLES’.
19.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘BRAKE BLOCK RB95’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
05.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1995 Repair ‘BRAKE BLOCK RB95’.
05.01.1995 Repair ‘BRAKE PULL ROD’.
05.01.1995 Repair ‘BRAKE SPREADER & HANGERS’.
05.01.1995 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1995 Repair ‘HANDRAILS’.
05.01.1995 Repair ‘LADDER’.
05.01.1995 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
05.01.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
05.01.1995 Repair ‘TANK WAG. TANK COMPLETE’.
17.08.1995 Repair ‘CENTRE SILL’.
17.08.1995 Repair ‘SIDE SILL’.
17.08.1995 Repair ‘TANK WAG. SADDLES’.
27.08.1996 Repair ‘WHEEL SET’.
07.11.1996 Repair ‘BOGIE SPRING’.

TU 15

Details: wagon ‘TU 15 A’ in AN ‘Tasmania Division’.
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Owner: 1
Operator: C
Length Over Headstocks: 11m
Tare Weight: 18.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 01.01.1901
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TU 5;TANK EX ST 9
BSG Code: FTTD

Capacity of 24400 litres

Capacity of 36.2 tonnes

Fleet Grp Code: NE
Return to Service Date: 26.11.1996
Last Triple Valve: 17.10.1996
Last Single Car Test: 13.03.1996

20.07.1989 Repair ‘BRAKE BLOCK RB95’.
28.07.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
06.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘BRANCH PIPE’.
22.11.1989 Repair ‘COUPLER COMPLETE’.
22.11.1989 Repair ‘WHEEL SET’.
13.12.1989 Repair ‘COUPLER TRIGGER LEVER’.
13.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.01.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1990 Repair ‘BRAKE BLOCK RB95’.
10.04.1990 Repair ‘STEP’.
15.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1991 Repair ‘BOGIE COMPLETE’.
15.02.1991 Repair ‘COUPLER COMPLETE’.
15.02.1991 Repair ‘SIDE SILL’.
15.02.1991 Repair ‘SIDE STEP’.
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04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BOGIE COMPLETE’.
04.09.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1991 Repair ‘BRAKE PULL ROD’.
04.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.09.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1991 Repair ‘BOGIE COMPLETE’.
21.11.1991 Repair ‘BRAKE BLOCK RB95’.
21.11.1991 Repair ‘COUPLER COMPLETE’.
21.11.1991 Repair ‘WHEEL SET’.
03.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1992 Repair ‘BOGIE COMPLETE’.
03.02.1992 Repair ‘COUPLER COMPLETE’.
03.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1992 Repair ‘BOGIE SPRING’.
14.12.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1993 Repair ‘BOGIE COMPLETE’.
03.03.1993 Repair ‘COUPLER COMPLETE’.
03.03.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
13.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1993 Repair ‘BOGIE COMPLETE’.
13.05.1993 Repair ‘BRAKE BLOCK RB95’.
13.05.1993 Repair ‘COUPLER COMPLETE’.
21.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1993 Repair ‘BOGIE COMPLETE’.
21.07.1993 Repair ‘BRAKE BLOCK RB95’.
21.07.1993 Repair ‘COUPLER COMPLETE’.
21.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BOGIE COMPLETE’.
26.10.1993 Repair ‘BRAKE BLOCK RB95’.
26.10.1993 Repair ‘COUPLER COMPLETE’.
07.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1994 Repair ‘BRAKE BLOCK RB95’.
07.04.1994 Repair ‘COUPLER TRIGGER LEVER’.
14.05.1994 Repair ‘BOGIE COMPLETE’.
14.05.1994 Repair ‘BRAKE BLOCK RB95’.
14.05.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘STEP’.
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08.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1994 Repair ‘BOGIE COMPLETE’.
01.12.1994 Repair ‘COUPLER COMPLETE’.
01.12.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
31.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1995 Repair ‘BOGIE COMPLETE’.
31.01.1995 Repair ‘BOGIE SPRING’.
31.01.1995 Repair ‘BRAKE BLOCK RB95’.
31.01.1995 Repair ‘COUPLER COMPLETE’.
31.01.1995 Repair ‘COUPLER KNUCKLE’.
31.01.1995 Repair ‘COUPLER TRIGGER LEVER’.
03.05.1995 Repair ‘TANK WAG. SADDLES’.
31.08.1995 Repair ‘HANDRAILS’.
31.08.1995 Repair ‘HANDRAILS’.
31.08.1995 Repair ‘HANDRAILS END’.
07.09.1995 Repair ‘STEP’.
29.02.1996 Repair ‘WHEEL SET’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1996 Repair ‘LADDER’.
16.10.1996 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
16.10.1996 Repair ‘TRAIN PIPE’.
07.11.1996 Repair ‘WHEEL SET’.
07.11.1996 Repair ‘WHEEL SET’.
26.11.1996 Repair ‘BRAKE PIN’.
26.11.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

TU 16

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘BOGIE COMPLETE’.
22.06.1990 Repair ‘BRAKE CONTROL PIPE’.
22.06.1990 Repair ‘BRANCH PIPE’.
22.06.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘END HOSE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.06.1990 Repair ‘HANDRAILS’.
22.06.1990 Repair ‘LADDER’.
22.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Repair ‘TANK WAG. SADDLES’.
22.06.1990 Repair ‘TANK WAG. STRAPS’.
22.06.1990 Repair ‘TANK WAG. TANK COMPLETE’.
22.06.1990 Repair ‘TRAIN PIPE (END)’.
22.06.1990 Repair ‘VEHICLE LOAD CAPACITY’.
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22.06.1990 Repair ‘VEHICLE RECLASSIFY’.
22.06.1990 Repair ‘VEHICLE RENUMBERED’.
22.06.1990 Repair ‘VEHICLE RETARE’.
22.06.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 8 L’
22.06.1990 Alteration complete ‘RECLASSIFY U/F TQ8 & TANK ST11 TO TU16 (2130)’.

New class: ‘TU’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE PULL ROD’.
23.07.1990 Repair ‘BRANCH PIPE’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Repair ‘SIDE BEARER’.
23.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1990 Repair ‘VEHICLE COMPLETE’.
20.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1991 Repair ‘TANK WAG. TANK COMPLETE’.
19.06.1992 Repair ‘SIDE STEP’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.09.1992 Repair ‘BRAKE BLOCK RB95’.
03.09.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.09.1992 Repair ‘COUPLER COMPLETE’.
03.09.1992 Repair ‘END BRAKE COCK’.
05.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1993 Repair ‘BOGIE COMPLETE’.
05.04.1993 Repair ‘BRAKE BLOCK RB95’.
05.04.1993 Repair ‘COUPLER COMPLETE’.
05.04.1993 Repair ‘TANK WAG.INTERNAL INSPECTION’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘BRAKE BLOCK RB95’.
08.06.1993 Repair ‘LADDER’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1993 Repair ‘END BRAKE COCK’.
23.07.1993 Repair ‘LADDER’.
02.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1993 Repair ‘BOGIE COMPLETE’.
02.08.1993 Repair ‘BRAKE BLOCK RB95’.
02.08.1993 Repair ‘COUPLER COMPLETE’.
02.08.1993 Repair ‘LADDER’.
02.08.1993 Repair ‘TANK WAG.INTERNAL INSPECTION’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.

TU 17

Details: wagon ‘TU 17 S’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: C
Length Over Headstocks: 10.97m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 15.08.1958
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TQ11;TANK EX ST5
BSG Code: FTTD

Capacity of 24300 litres

Capacity of 34 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG NG
Return to Service Date: 16.10.1996
Last Triple Valve: 03.05.1994
Last Brake Cylinder: 04.10.1988
Last Single Car Test: 05.04.1995
Last Lift: 19.08.1983

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘TQ 11 C’
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE COMPLETE’.
23.07.1990 Repair ‘BRAKE PULL ROD’.
23.07.1990 Repair ‘BRANCH PIPE’.
23.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Repair ‘SIDE BEARER’.
23.07.1990 Repair ‘TANK WAG. STRAPS’.
23.07.1990 Repair ‘TANK WAG. TANK COMPLETE’.
23.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.07.1990 Repair ‘VEHICLE LOAD CAPACITY’.
23.07.1990 Repair ‘VEHICLE RECLASSIFY’.
23.07.1990 Repair ‘VEHICLE RENUMBERED’.
23.07.1990 Repair ‘VEHICLE RETARE’.
23.07.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 11 C’
23.07.1990 Alteration complete ‘FIT TANK EX ST5 TO UNDERFRAME EX TQ11,

RECLASSIFY TU CLASS. (2131)’. New class: ‘TU’.
27.09.1990 Repair ‘VEHICLE COMPLETE’.
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27.09.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 11 C’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘BRAKE BLOCK RB95’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘END BRAKE COCK’.
18.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘END BRAKE COCK’.
04.01.1994 Repair ‘TRAIN PIPE’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
03.05.1994 Repair ‘COUPLER COMPLETE’.
31.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1994 Repair ‘BOGIE COMPLETE’.
31.05.1994 Repair ‘COUPLER COMPLETE’.
02.08.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1994 Repair ‘BOGIE COMPLETE’.
02.08.1994 Repair ‘COUPLER COMPLETE’.
02.08.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1994 Repair ‘SIDE STEP’.
02.08.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
19.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘BRAKE BLOCK RB95’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
15.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1994 Repair ‘BOGIE COMPLETE’.
15.11.1994 Repair ‘BRAKE BLOCK RB95’.
15.11.1994 Repair ‘COUPLER COMPLETE’.
15.11.1994 Repair ‘WHEEL SET’.
18.01.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1995 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.01.1995 Repair ‘BRAKE BLOCK RB95’.
18.01.1995 Repair ‘BRAKE PULL ROD’.
18.01.1995 Repair ‘BRAKE SPREADER & HANGERS’.
18.01.1995 Repair ‘HANDRAILS END’.
18.01.1995 Repair ‘LADDER’.
18.01.1995 Repair ‘STEP’.
18.01.1995 Repair ‘TRAIN PIPE (END)’.
18.01.1995 Repair ‘TRAIN PIPE’.
18.01.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1995 Repair ‘WHEEL SET’.
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05.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
29.09.1995 Repair ‘LADDER’.
29.09.1995 Repair ‘TANK WAG.INTERNAL INSPECTION’.
23.11.1995 Repair ‘COUPLER TRIGGER LEVER’.
16.10.1996 Repair ‘END BRAKE COCK’.
16.10.1996 Repair ‘END BRAKE COCK’.
16.10.1996 Repair ‘TRAIN PIPE’.

TU 18

Details: wagon ‘TU 18 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 10.97m
Tare Weight: 18.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 15.08.1958
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX TM100 ARBX 9009
BSG Code: FTTD

Capacity of 23650 litres

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

28.08.1989 Repair ‘BRAKE BLOCK RB95’.
28.08.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘TQ 12 L’
11.09.1989 Repair ‘BRAKE BLOCK RB95’.
11.09.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘TQ 12 L’
20.11.1989 Repair ‘BRAKE BLOCK RB95’.
20.11.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘TQ 12 L’
01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE SPRING’.
01.02.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 12 L’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BEARERS’.
14.08.1990 Repair ‘BOGIE COMPLETE’.
14.08.1990 Repair ‘BRAKE PULL ROD’.
14.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
14.08.1990 Repair ‘HANDBRAKE HANDLE’.
14.08.1990 Repair ‘HANDRAILS’.
14.08.1990 Repair ‘LADDER’.
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14.08.1990 Repair ‘STRIKING CASTING’.
14.08.1990 Repair ‘TANK WAG. SADDLES’.
14.08.1990 Repair ‘TANK WAG. STRAPS’.
14.08.1990 Repair ‘TOP CENTRE PLATE’.
14.08.1990 Repair ‘VEHICLE LOAD CAPACITY’.
14.08.1990 Repair ‘VEHICLE RECLASSIFY’.
14.08.1990 Repair ‘VEHICLE RENUMBERED’.
14.08.1990 Repair ‘VEHICLE RETARE’.
14.08.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 12 L’
14.08.1990 Alteration complete ‘FIT TANK EX ST8 TO UNDERFRAME EX

TQ12,RECLASSIFY TU CLASS. FIT TANK EX ST13 TO UNDERFRAME EX
TQ16,RECLASSIFY TU CLASS. (2132)’. New class: ‘TU’.

09.11.1990 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1991 Repair ‘BOGIE COMPLETE’.
30.05.1991 Repair ‘BRAKE BLOCK RB95’.
30.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘BOGIE COMPLETE’.
18.07.1991 Repair ‘BRANCH PIPE’.
18.07.1991 Repair ‘COUPLER COMPLETE’.
18.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.07.1991 Repair ‘TANK WAG. TANK COMPLETE’.
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘BOGIE COMPLETE’.
20.08.1992 Repair ‘BRAKE BLOCK RB95’.
20.08.1992 Repair ‘COUPLER COMPLETE’.
20.08.1992 Repair ‘TANK WAG. TANK COMPLETE’.
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BOGIE COMPLETE’.
20.10.1992 Repair ‘BRAKE BLOCK RB95’.
20.10.1992 Repair ‘COUPLER COMPLETE’.
20.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
20.10.1992 Repair ‘VEHICLE STENCILS’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BRAKE PIN’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘BOGIE COMPLETE’.
18.05.1993 Repair ‘BRAKE BLOCK RB95’.
18.05.1993 Repair ‘COUPLER COMPLETE’.
18.05.1993 Repair ‘TANK WAG. TANK COMPLETE’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘BRAKE PULL ROD’.
22.09.1993 Repair ‘COUPLER COMPLETE’.
22.09.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
22.09.1993 Repair ‘TANK WAG. DISCHARGE VALVE’.
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22.09.1993 Repair ‘TANK WAG. STRAPS’.
22.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
22.09.1993 Repair ‘VEHICLE RETARE’.
22.09.1993 Repair ‘VEHICLE STENCILS’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE COMPLETE’.
29.10.1993 Repair ‘BRAKE CONTROL PIPE’.
29.10.1993 Repair ‘BRANCH PIPE’.
29.10.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1993 Repair ‘BOGIE COMPLETE’.
18.11.1993 Repair ‘BRAKE LEVER’.
18.11.1993 Repair ‘COUPLER COMPLETE’.
18.11.1993 Repair ‘STEP’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.
03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘END BRAKE COCK’.
03.05.1994 Repair ‘TRAIN PIPE’.
03.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1995 Repair ‘LADDER’.
03.04.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
03.04.1995 Repair ‘TANK WAG.INTERNAL INSPECTION’.
21.07.1995 Repair ‘WHEEL SET’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.
16.10.1996 Repair ‘BOGIE COMPLETE’.
16.10.1996 Repair ‘BRAKE BLOCK RB95’.

TU 19

Details: wagon ‘TU 19 N’ in AN ‘Tasmania Division’.

Owner: AN
Operator: C
Length Over Headstocks: 8.76m
Tare Weight: 17.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W137
Date Built: 01.09.1960
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TQ16;TANK EX ST13
BSG Code: FTTD

Capacity of 24300 litres
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Capacity of 34 tonnes

Fleet Grp Code: AG NG
Return to Service Date: 02.07.1996
Last Triple Valve: 30.01.1992
Last Brake Cylinder: 29.06.1988
Last Single Car Test: 02.07.1996
Last Lift: 10.11.1983

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘TQ 16 B’
09.08.1989 Repair ‘BRAKE BLOCK RB95’.
09.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘TQ 16 B’
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘TQ 16 B’
28.08.1989 Repair ‘END BRAKE COCK’.
28.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘TQ 16 B’
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 16 B’
14.08.1990 Alteration complete ‘FIT TANK EX ST8 TO UNDERFRAME EX

TQ12,RECLASSIFY TU CLASS. FIT TANK EX ST13 TO UNDERFRAME EX
TQ16,RECLASSIFY TU CLASS. (2132)’. New class: ‘TU’.

12.09.1990 Repair ‘VEHICLE LOAD CAPACITY’.
12.09.1990 Repair ‘VEHICLE RECLASSIFY’.
12.09.1990 Repair ‘VEHICLE RENUMBERED’.
12.09.1990 Repair ‘VEHICLE RETARE’.
12.09.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 16 B’
22.11.1990 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.
17.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘BRANCH PIPE’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1991 Repair ‘BOGIE COMPLETE’.
21.06.1991 Repair ‘BRANCH PIPE’.
21.06.1991 Repair ‘COUPLER COMPLETE’.
21.06.1991 Repair ‘TRAIN PIPE’.
21.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1991 Repair ‘BOGIE COMPLETE’.
21.08.1991 Repair ‘COUPLER COMPLETE’.
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21.08.1991 Repair ‘TANK WAG. TANK COMPLETE’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘BRANCH PIPE’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘BOGIE COMPLETE’.
30.01.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.01.1992 Repair ‘COUPLER COMPLETE’.
22.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1992 Repair ‘BRAKE BLOCK RB95’.
12.10.1992 Repair ‘COUPLER COMPLETE’.
12.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
12.10.1992 Repair ‘TANK WAG. TANK COMPLETE’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘LADDER’.
16.10.1992 Repair ‘TANK WAG. DISCHARGE VALVE’.
11.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.05.1994 Repair ‘BOGIE COMPLETE’.
11.05.1994 Repair ‘BRAKE BLOCK RB95’.
11.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
11.05.1994 Repair ‘COUPLER COMPLETE’.
11.05.1994 Repair ‘COUPLER KNUCKLE’.
11.05.1994 Repair ‘TANK WAG. TANK COMPLETE’.
08.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1994 Repair ‘BOGIE COMPLETE’.
08.06.1994 Repair ‘BRAKE BLOCK RB95’.
08.06.1994 Repair ‘BRAKE PULL ROD’.
08.06.1994 Repair ‘COUPLER COMPLETE’.
08.06.1994 Repair ‘END BRAKE COCK’.
08.06.1994 Repair ‘HANDRAILS’.
29.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1994 Repair ‘BOGIE COMPLETE’.
29.07.1994 Repair ‘COUPLER COMPLETE’.
29.07.1994 Repair ‘LADDER’.
29.07.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
29.07.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.09.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘BRAKE BLOCK RB95’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
31.08.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
20.09.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1996 Repair ‘TANK WAG. DISCHARGE PIPE’.
02.07.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

20574



2.791. Wagon classification starting with ‘TU’

TU 20

Details: wagon ‘TU 20 J’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: C
Length Over Headstocks: 10.96m
Tare Weight: 18.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 11.02.1991
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: U/F EX TQ17. TANK EX ST
BSG Code: DBTP

Capacity of 20000 litres

Capacity of 36 tonnes

Corporate ID flag: Y
Fleet Grp Code: AG
Return to Service Date: 05.03.1997

26.04.1988 Alteration complete ‘REMOVE TANKS FROM HT UNDERFRAMES AND
FIT SAME TO AIR BRAKED UNDERFRAMES EX C.R. RECLASSIFY AS TQ CLASS.
FIT SCREW TYPE HANDBRAKE. (2068)’. New class: ‘TQ’.

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.07.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘TQ 17 K’
08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘TQ 17 K’
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE COMPLETE’.
08.11.1990 Repair ‘BRAKE PULL ROD’.
08.11.1990 Repair ‘BRANCH PIPE’.
08.11.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
08.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1990 Repair ‘SIDE BEARER’.
08.11.1990 Repair ‘TANK WAG. STRAPS’.
08.11.1990 Repair ‘TANK WAG. TANK COMPLETE’.
08.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.11.1990 Repair ‘VEHICLE LOAD CAPACITY’.
08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Repair ‘VEHICLE RENUMBERED’.
08.11.1990 Repair ‘VEHICLE RETARE’.
08.11.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 17 K’
09.11.1990 Alteration complete ‘RECLASSIFY UNDERFRAME TQ17 TO TU20 AND

FIT TANK EX ST10 (2134)’. New class: ‘TU’.
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11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.02.1991 Repair ‘HANDBRAKE HANDLE’.
11.02.1991 Repair ‘VEHICLE COMPLETE’.
11.02.1991 Repair ‘VEHICLE RETARE’.
11.02.1991 Issued at location ‘Launceston’ with a previous code of wagon ‘TQ 17 K’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.05.1991 Repair ‘BOGIE COMPLETE’.
01.05.1991 Repair ‘COUPLER COMPLETE’.
01.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1992 Repair ‘BOGIE COMPLETE’.
21.01.1992 Repair ‘COUPLER COMPLETE’.
21.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1992 Repair ‘BOGIE COMPLETE’.
06.04.1992 Repair ‘BRAKE BLOCK RB95’.
06.04.1992 Repair ‘COUPLER COMPLETE’.
06.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.10.1992 Repair ‘BOGIE COMPLETE’.
16.10.1992 Repair ‘BRAKE BLOCK RB95’.
16.10.1992 Repair ‘BRAKE PIN’.
16.10.1992 Repair ‘COUPLER COMPLETE’.
16.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BOGIE COMPLETE’.
25.01.1993 Repair ‘BRANCH PIPE’.
25.01.1993 Repair ‘COUPLER COMPLETE’.
31.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.05.1993 Repair ‘BOGIE COMPLETE’.
31.05.1993 Repair ‘COUPLER COMPLETE’.
31.05.1993 Repair ‘COUPLER KNUCKLE’.
31.05.1993 Repair ‘COUPLER TRIGGER LEVER’.
31.05.1993 Repair ‘END SILL’.
31.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘BOGIE COMPLETE’.
08.06.1993 Repair ‘COUPLER COMPLETE’.

20576



2.791. Wagon classification starting with ‘TU’

08.06.1993 Repair ‘TANK WAG. TANK COMPLETE’.
22.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1993 Repair ‘BOGIE COMPLETE’.
22.06.1993 Repair ‘BRAKE BLOCK RB95’.
22.06.1993 Repair ‘COUPLER COMPLETE’.
22.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1993 Repair ‘BOGIE COMPLETE’.
22.07.1993 Repair ‘BRAKE BLOCK RB95’.
22.07.1993 Repair ‘BRAKE PIN’.
22.07.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘BOGIE COMPLETE’.
15.09.1993 Repair ‘BRAKE BLOCK RB95’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘END BRAKE COCK’.
15.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE COMPLETE’.
21.09.1993 Repair ‘COUPLER COMPLETE’.
21.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘COUPLER COMPLETE’.
28.09.1993 Repair ‘TANK WAG. TANK COMPLETE’.
02.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1993 Repair ‘BOGIE COMPLETE’.
02.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
02.10.1993 Repair ‘COUPLER COMPLETE’.
02.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.10.1993 Repair ‘LADDER’.
02.10.1993 Repair ‘STEP’.
02.10.1993 Repair ‘TANK WAG. MAN HOLE COVERS’.
02.10.1993 Repair ‘TANK WAG. SADDLES’.
02.10.1993 Repair ‘TANK WAG. TANK COMPLETE’.
18.12.1993 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
15.01.1994 Repair ‘VEHICLE SOLD’.
10.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1994 Repair ‘BOGIE COMPLETE’.
10.05.1994 Repair ‘BRAKE BLOCK RB95’.
10.05.1994 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1994 Repair ‘COUPLER COMPLETE’.
10.05.1994 Repair ‘STEP’.
10.05.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘LADDER’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
19.09.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.
05.09.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.02.1996 Repair ‘WHEEL SET’.
13.03.1996 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1996 Repair ‘BRANCH PIPE’.
04.02.1997 Repair ‘WHEEL SET’.
05.03.1997 Repair ‘STEP’.

TU 21

Details: wagon ‘TU 21 S’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8000
Date Built: 01.01.1953
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX ATOA805
BSG Code: DBTP

Capacity of 22000 litres

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 24.06.1996
Due Triple Valve: 01.09.1988
Last Single Car Test: 18.11.1994
Last Lift: 01.06.1986

12.06.1986 Alteration complete ‘FIT API ADAPTORS TO OUTLET PIPES ON (4) TANK
WAGONS EX BP (VIC). PLACE ON CBI BOGIES. RECLASSIFY TO ‘ATOA’ 804V,
805H, 806Q,807C. VTQY 397, 398 TWF 399,400 (RS4125)’. New class: ‘ATOA’.

01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘BOGIE COMPLETE’.
01.12.1993 Repair ‘BRAKE PIN’.
01.12.1993 Repair ‘VEHICLE LOAD CAPACITY’.
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
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01.12.1993 Repair ‘VEHICLE RENUMBERED’.
01.12.1993 Repair ‘VEHICLE RETARE’.
01.12.1993 Issued at location ‘Launceston’ with a previous code of wagon

‘ATOA 805 H’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘VEHICLE RETARE’.
02.12.1993 Issued at location ‘Launceston’ with a previous code of wagon

‘ATOA 805 H’
02.12.1993 Alteration complete ‘RECLASSIFY ATOA CLASS VEHICLE TO TU CLASS

(2137)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

13.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1994 Repair ‘BOGIE COMPLETE’.
13.09.1994 Repair ‘COUPLER COMPLETE’.
13.09.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
21.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
21.09.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
18.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1994 Repair ‘BOGIE COMPLETE’.
18.11.1994 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
18.11.1994 Repair ‘COUPLER COMPLETE’.
27.04.1995 Repair ‘BRAKE SPREADER & HANGERS’.
20.06.1995 Repair ‘COUPLER TRIGGER LEVER’.
25.07.1995 Repair ‘BRANCH PIPE’.
25.08.1995 Repair ‘COUPLER TRIGGER LEVER’.
24.06.1996 Repair ‘WHEEL SET’.

TU 22

Details: wagon ‘TU 22 E’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $8000
Date Built: 01.01.1953
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX ATOA806
BSG Code: DTTP
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Capacity of 22000 litres

Corporate ID flag: Y
Fleet Grp Code: AG PZ PE
Return to Service Date: 08.09.1995
Due Triple Valve: 01.11.1988
Last Single Car Test: 15.11.1994
Last Lift: 01.11.1986

12.06.1986 Alteration complete ‘FIT API ADAPTORS TO OUTLET PIPES ON (4) TANK
WAGONS EX BP (VIC). PLACE ON CBI BOGIES. RECLASSIFY TO ‘ATOA’ 804V,
805H, 806Q,807C. VTQY 397, 398 TWF 399,400 (RS4125)’. New class: ‘ATOA’.

25.01.1990 Repair ‘VEHICLE TRANSFERRED TO TASMANIA’.
25.01.1990 Issued at location ‘Islington Works’ with a previous code of wagon

‘ATOA 806 Q’
01.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1993 Repair ‘VEHICLE LOAD CAPACITY’.
01.12.1993 Repair ‘VEHICLE RECLASSIFY’.
01.12.1993 Repair ‘VEHICLE RENUMBERED’.
01.12.1993 Repair ‘VEHICLE RETARE’.
01.12.1993 Issued at location ‘Launceston’ with a previous code of wagon

‘ATOA 806 Q’
02.12.1993 Alteration complete ‘RECLASSIFY ATOA CLASS VEHICLE TO TU CLASS

(2137)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘COUPLER COMPLETE’.
08.12.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
08.12.1993 Repair ‘TANK WAG. DISCHARGE PIPE’.
29.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1994 Repair ‘BOGIE COMPLETE’.
29.09.1994 Repair ‘BRAKE BLOCK RB95’.
29.09.1994 Repair ‘COUPLER COMPLETE’.
29.09.1994 Repair ‘END HOSE’.
29.09.1994 Repair ‘WHEEL SET’.
15.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1994 Repair ‘BOGIE COMPLETE’.
15.11.1994 Repair ‘COUPLER COMPLETE’.
15.11.1994 Repair ‘STEP’.
15.11.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1995 Repair ‘HANDRAILS’.
31.08.1995 Repair ‘HANDRAILS END’.
08.09.1995 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

TU 23

Details: wagon ‘TU 23 N’ in AN ‘Tasmania Division’.

Owner: TASRAIL
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Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5240
Date Built: 24.07.1942
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX ATEL406
BSG Code: DTTP

Capacity of 22000 litres

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 06.09.1995
Due Triple Valve: 28.07.1995
Last Brake Cylinder: 28.07.1994
Last Single Car Test: 28.04.1995
Last Lift: 26.06.1984

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

02.12.1993 Alteration complete ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS
(2139)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

16.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1994 Repair ‘VEHICLE RECLASSIFY’.
16.02.1994 Repair ‘VEHICLE RENUMBERED’.
16.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘ATEL 406 C’
08.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.03.1994 Repair ‘BOGIE COMPLETE’.
08.03.1994 Repair ‘COUPLER COMPLETE’.
08.03.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.03.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
08.03.1994 Repair ‘TANK WAG. SAFETY VALVE’.
27.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1994 Repair ‘BOGIE COMPLETE’.
27.07.1994 Repair ‘BRAKE BLOCK RB95’.
27.07.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.07.1994 Repair ‘COUPLER COMPLETE’.
27.07.1994 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
27.07.1994 Repair ‘SIDE BEARER’.
27.07.1994 Repair ‘WHEEL SET’.
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27.04.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1995 Repair ‘TANK WAG. TANK COMPLETE’.
06.09.1995 Repair ‘TANK WAG. MAN HOLE COVERS’.

TU 24

Details: wagon ‘TU 24 W’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5240
Date Built: 13.01.1943
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX ATEL412
BSG Code: DTTP

Capacity of 22000 litres

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 18.04.1997
Last Single Car Test: 11.11.1994
Last Lift: 01.10.1973

02.12.1993 Alteration complete ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS
(2139)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

03.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1994 Repair ‘VEHICLE RECLASSIFY’.
03.03.1994 Repair ‘VEHICLE RENUMBERED’.
03.03.1994 Repair ‘VEHICLE RETARE’.
03.03.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘ATEL 412 U’
19.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1994 Repair ‘BOGIE COMPLETE’.
19.09.1994 Repair ‘BRAKE BLOCK RB95’.
19.09.1994 Repair ‘COUPLER COMPLETE’.
11.11.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1994 Repair ‘BOGIE COMPLETE’.
11.11.1994 Repair ‘COUPLER COMPLETE’.
11.11.1994 Repair ‘TANK WAG. DISCHARGE PIPE’.
11.11.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
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11.11.1994 Repair ‘TANK WAG. SADDLES’.
11.11.1994 Repair ‘TANK WAG. STRAPS’.
06.06.1995 Repair ‘BRAKE SPREADER & HANGERS’.
29.08.1995 Repair ‘BRAKE BLOCK RB95’.
08.02.1996 Repair ‘HANDRAILS’.
10.07.1996 Repair ‘BOGIE COMPLETE’.
27.09.1996 Repair ‘BRAKE BLOCK RB95’.
04.02.1997 Repair ‘BRAKE LEVER’.
04.02.1997 Repair ‘COUPLER KNUCKLE’.
04.02.1997 Repair ‘COUPLER TRIGGER LEVER’.
18.04.1997 Repair ‘COUPLER TRIGGER LEVER’.
18.04.1997 Repair ‘UNCOUPLING ROD ASSEMBLY’.

TU 25

Details: wagon ‘TU 25 X’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 17tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5240
Date Built: 14.07.1942
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX ATEL405
BSG Code: DTTP

Capacity of 22000 litres

Corporate ID flag: Y
Fleet Grp Code: AG WT
Return to Service Date: 12.10.1995
Due Triple Valve: 11.04.1995
Last Brake Cylinder: 07.10.1988
Last Single Car Test: 16.10.1995
Last Lift: 27.01.1984

02.12.1993 Alteration complete ‘RECLASSIFY ATEL CLASS WAGONS TO TU CLASS
(2139)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘17tonne’. Current Gauge:
‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘TU’.
Intended use: ‘CLAY SLURRY’. Capacity: ‘22000L.’

11.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1994 Repair ‘BOGIE COMPLETE’.
11.04.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.04.1994 Repair ‘END BRAKE COCK’.
11.04.1994 Repair ‘LADDER’.
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11.04.1994 Repair ‘SIDE SILL’.
11.04.1994 Repair ‘TANK WAG. TANK COMPLETE’.
11.04.1994 Repair ‘VEHICLE RECLASSIFY’.
11.04.1994 Repair ‘VEHICLE RENUMBERED’.
11.04.1994 Repair ‘VEHICLE RETARE’.
11.04.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘ATEL 405 Q’
30.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1994 Repair ‘BOGIE COMPLETE’.
30.06.1994 Repair ‘COUPLER COMPLETE’.
30.06.1994 Repair ‘END BRAKE COCK’.
30.06.1994 Repair ‘SIDE BEARER’.
07.07.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1994 Repair ‘BOGIE COMPLETE’.
07.07.1994 Repair ‘COUPLER COMPLETE’.
07.07.1994 Repair ‘END BRAKE COCK’.
07.07.1994 Repair ‘SIDE BEARER’.
07.07.1994 Repair ‘TRANSOM’.
13.12.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1994 Repair ‘BOGIE COMPLETE’.
13.12.1994 Repair ‘COUPLER COMPLETE’.
13.12.1994 Repair ‘TANK WAG. MAN HOLE COVERS’.
13.12.1994 Repair ‘TANK WAG. SADDLES’.
13.12.1994 Repair ‘TANK WAG. STRAPS’.
13.12.1994 Repair ‘TANK WAG. TANK COMPLETE’.
06.06.1995 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1995 Repair ‘COUPLER KNUCKLE’.
10.08.1995 Repair ‘TRAIN PIPE’.
15.08.1995 Repair ‘HANDRAILS’.
15.08.1995 Repair ‘HANDRAILS END’.
12.10.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

TU 26

Details: wagon ‘TU 26 R’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $2520
Date Built: 13.02.1947
Operating System: AN
Intended Use: CLAY SLURRY
Remarks: EX TP
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BSG Code: FTTA

Capacity of 23900 litres

Corporate ID flag: Y
Fleet Grp Code: NG AG
Return to Service Date: 04.02.1997
Last Single Car Test: 24.10.1991

08.09.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Issued at location ‘Heybridge’ with a previous code of wagon ‘TP 8 J’
24.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1991 Repair ‘BOGIE COMPLETE’.
24.10.1991 Repair ‘BOGIE SPRING’.
24.10.1991 Repair ‘COUPLER COMPLETE’.
24.10.1991 Repair ‘SIDE BEARER’.
24.10.1991 Repair ‘WHEEL SET’.
24.10.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘TP 8 J’
29.05.1995 Repair ‘VEHICLE RECLASSIFY’.
29.05.1995 Repair ‘VEHICLE RENUMBERED’.
29.05.1995 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘TP 8 J’
29.05.1995 Alteration complete ‘CONVERT TP CLASS WAGON TO TU CLASS

WAGON. (2144)’. Length Over Headstocks: ‘11m’. Tare Weight: ‘16.5tonne’.
Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’.
New class: ‘TU’. Intended use: ‘CLAY SLURRY’. Capacity: ‘23900L.’

30.05.1995 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
30.05.1995 Repair ‘VEHICLE RETARE’.
30.05.1995 Repair ‘VEHICLE STENCILS’.
05.06.1995 Repair ‘TANK WAG. DISCHARGE PIPE’.
16.06.1995 Repair ‘WHEEL SET’.
18.08.1995 Repair ‘BRAKE BLOCK RB95’.
29.08.1995 Repair ‘LADDER’.
13.09.1995 Repair ‘HANDRAILS’.
13.09.1995 Repair ‘LADDER’.
20.09.1995 Repair ‘LADDER’.
22.11.1995 Repair ‘LADDER’.
16.10.1996 Repair ‘HANDRAILS END’.
16.10.1996 Repair ‘TANK WAG. MAN HOLE COVERS’.
04.02.1997 Repair ‘LADDER’.
04.02.1997 Repair ‘TANK WAG. MAN HOLE COVERS’.

2.792 Wagon classification starting with ‘TV’

TV 106

06.11.1986 Reclassified from wagon ‘TV 106 K’ to ’ wagon ‘ATMF 106 E’.

20585



2. TIMS GROUP INFORMATION - WAGONS

TV 113

30.06.1987 Reclassified from wagon ‘TV 113 Y’ to ’ wagon ‘ATMF 113 X’.

TV 142

26.08.1987 Reclassified from wagon ‘TV 142 G’ to ’ wagon ‘ATMY 142 H’.

TV 143

11.09.1987 Reclassified from wagon ‘TV 143 P’ to ’ wagon ‘ATMY 143 Q’.

TV 363

Details: wagon ‘TV 363 W’ in AN ‘Mainland Division’.

Owner: MOBIL
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 31.2tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: CB T-40
Date Built: 01.01.1963
Operating System: AN
Intended Use: BITUMEN
Remarks: PROPERTY OF MOBIL
BSG Code: FBTZ

Capacity of 45460 litres

Fleet Grp Code: AG WI
Return to Service Date: 16.12.1987
Due Triple Valve: 01.12.1988
Last Lift: 07.06.1983

17.02.1989 Alteration ‘WELD TOP & BOTTOM SHELVES TO AUTO COUPLERS OF
ALL GAS & FUEL TANK CARS THAT ARE NOT CURRENTLY FITTED WITH
SHELVES. (RS4386)’.

TV 425

26.08.1986 Reclassified from wagon ‘TV 425 P’ to ’ wagon ‘ATMX 425 M’.

TV 4865

18.05.1989 Reclassified from wagon ‘TV 4865 H’ to ’ wagon ‘ATMF 4865 B’.
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TV 4872

Details: wagon ‘TV 4872 L’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: C
Length Over Headstocks: 11m
Tare Weight: 24.8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1170
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB T-29
Date Built: 10.10.1929
Operating System: PORT DOCK STATION
Intended Use: PETROLEUM PRODS
Remarks: TANK PROP OF MOBIL;U/F W/O;SOLD TO PDSM
BSG Code: SBTP

Capacity of 39006 litres

Fleet Grp Code: AG WY
Return to Service Date: 11.11.1989
Due Triple Valve: 01.09.1987
Last Lift: 15.06.1984

11.11.1989 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

TV 4881

03.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

TV 4892

Details: wagon ‘TV 4892 E’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 20.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1510
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB T-27
Date Built: 01.01.1924
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Operating System: ARHS
Intended Use: PETROLEUM PRODS
Remarks: W/O 17.09.88;DONATED TO ARHS 02.11.88
BSG Code: SBTP

Capacity of 22799 litres

Fleet Grp Code: AH WX
Return to Service Date: 02.11.1988
Last Lift: 19.05.1983

TV 4893

03.02.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

TV 4895

Details: wagon ‘TV 4895 X’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1510
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB T-27
Date Built: 01.01.1924
Operating System: ARHS
Intended Use: PETROLEUM PRODS
Remarks: W/O 17.09.88;DONATED TO ARHS 12.12.88
BSG Code: SBTP

Capacity of 22799 litres

Fleet Grp Code: WY AH
Return to Service Date: 12.12.1988
Last Lift: 26.11.1985

TV 8403

07.04.1988 Reclassified from wagon ‘TV 8403 G’ to ’ wagon ‘ATML 8403 B’.

TV 8407

06.10.1987 Reclassified from wagon ‘TV 8407 T’ to ’ wagon ‘ATML 8407 Y’.
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TV 9037

04.03.1991 Reclassified from wagon ‘TV 9037 V’ to ’ wagon ‘AZFF 9037 G’.

2.793 Wagon classification starting with ‘TW’

TW 4802

22.11.1988 Reclassified from wagon ‘TW 4802 D’ to ’ wagon ‘ATWF 4802 C’.

TW 4806

18.11.1988 Reclassified from wagon ‘TW 4806 Q’ to ’ wagon ‘ATWF 4806 P’.

TW 4809

01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TW 4812

28.02.1990 Reclassified from wagon ‘TW 4812 L’ to ’ wagon ‘ATWF 4812 K’.

TW 4813

01.03.1995 Repair ‘VEHICLE CUT FOR SCRAP’.

TW 4814

01.12.1988 Reclassified from wagon ‘TW 4814 G’ to ’ wagon ‘ATWF 4814 F’.

TW 4816

28.11.1988 Reclassified from wagon ‘TW 4816 B’ to ’ wagon ‘ATWF 4816 A’.

TW 4817

21.02.1992 Reclassified from wagon ‘TW 4817 K’ to ’ wagon ‘ATWF 4817 J’.

TW 4818

30.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
17.12.1990 Repair ‘VEHICLE CUT FOR SCRAP’.

TW 4819

14.11.1988 Reclassified from wagon ‘TW 4819 F’ to ’ wagon ‘ATWF 4819 E’.
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TW 4820

Details: wagon ‘TW 4820 B’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 11m
Tare Weight: 21.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1820
Run Restriction: Not to run in Victoria
Diagram Book Page No.: CB T-56
Date Built: 24.01.1930
Operating System: ARHS
Intended Use: WATER
Remarks: W/O 15.10.88;SOLD TO ARHS 03.11.88
BSG Code: SBTW

Capacity of 40910 litres

Fleet Grp Code: AH WX
Return to Service Date: 15.10.1988
Last Lift: 01.11.1986

TW 4822

28.02.1990 Reclassified from wagon ‘TW 4822 T’ to ’ wagon ‘ATWF 4822 S’.

TW 4825

Details: wagon ‘TW 4825 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 21.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1820
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB T-56
Date Built: 13.02.1930
Operating System: ARHS
Intended Use: WATER
Remarks: W/O 10.11.90;ON LOAN ARHS - STRATHALBYN
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BSG Code: SBTW

Capacity of 40910 litres

Fleet Grp Code: AH WX
Return to Service Date: 10.11.1990
Last Lift: 01.02.1983

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

TW 4827

28.02.1990 Reclassified from wagon ‘TW 4827 S’ to ’ wagon ‘ATWF 4827 R’.

TW 4829

Details: wagon ‘TW 4829 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $1820
Run Restriction: Not to run in Victoria
Diagram Book Page No.: CB T-56
Date Built: 27.02.1930
Operating System: ARHS
Intended Use: WATER
Remarks: W/O 10.11.90;ON LOAN ARHS - STRATHALBYN
BSG Code: SBTW

Capacity of 40910 litres

Fleet Grp Code: AH WX
Return to Service Date: 10.11.1990
Last Lift: 19.11.1982

10.11.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.

TW 4830

21.12.1988 Reclassified from wagon ‘TW 4830 J’ to ’ wagon ‘ATWF 4830 X’.

TW 4831

30.11.1989 Reclassified from wagon ‘TW 4831 S’ to ’ wagon ‘ATWF 4831 R’.
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TW 4832

10.11.1988 Reclassified from wagon ‘TW 4832 E’ to ’ wagon ‘ATWF 4832 D’.

TW 4841

08.12.1988 Reclassified from wagon ‘TW 4841 D’ to ’ wagon ‘ATWF 4841 C’.

2.794 Wagon classification starting with ‘TWD’

TWD 18004

Details: wagon ‘TWD 18004 G’ in AN ‘Mainland Division’.

Owner: STEAMTOWN
Operator: D
Length Over Headstocks: 7m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 01.01.1940
Operating System: SRPS
Intended Use: WATER
Remarks: WATER TANK
BSG Code: SMTW

Capacity of 13638 litres

2.795 Wagon classification starting with ‘TX’

TX 1

19.01.1989 Reclassified from wagon ‘TX 1 X’ to ’ wagon ‘PC 6 H’.

TX 2

16.01.1989 Reclassified from wagon ‘TX 2 R’ to ’ wagon ‘PC 7 Q’.

TX 3

Details: wagon ‘TX 3 D’ in AN ‘Tasmania Division’.

Owner: P
Operator: P
Length Over Headstocks: 10.3m
Tare Weight: 14tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1976
Operating System: EMU BAY RAILWAY
Intended Use: CEMENT
BSG Code: STTC

Capacity of 46 tonnes

Fleet Grp Code: ND

TX 4

Details: wagon ‘TX 4 M’ in AN ‘Tasmania Division’.

Owner: P
Operator: P
Length Over Headstocks: 10.3m
Tare Weight: 14tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1976
Operating System: EMU BAY RAILWAY
Intended Use: CEMENT
BSG Code: STTC

Capacity of 46 tonnes

Fleet Grp Code: ND

2.796 Wagon classification starting with ‘UA’

UA 4440

03.11.1988 Reclassified from wagon ‘UA 4440 P’ to ’ wagon ‘AZPL 4440 D’.

2.797 Wagon classification starting with ‘UME’

UME 26468

15.02.1988 Reclassified from wagon ‘UME 26468 D’ to ’ wagon ‘NFUF 26468 X’.
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UME 26496

27.10.1987 Reclassified from wagon ‘UME 26496 J’ to ’ wagon ‘NFUF 26496 Y’.

UME 26511

13.05.1988 Reclassified from wagon ‘UME 26511 W’ to ’ wagon ‘NFUF 26511 E’.

UME 26512

28.09.1987 Reclassified from wagon ‘UME 26512 X’ to ’ wagon ‘NFUF 26512 N’.

2.798 Wagon classification starting with ‘V’

V 287

27.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.799 Wagon classification starting with ‘VA’

VA 290

18.08.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.03.1991 Repair ‘VEHICLE CUT FOR SCRAP’.

VA 353

25.10.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

2.800 Wagon classification starting with ‘VBA’

VBAX 1

Details: wagon ‘VBAX 1 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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VBAX 2

Details: wagon ‘VBAX 2 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 5

Details: wagon ‘VBAX 5 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 10

Details: wagon ‘VBAX 10 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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VBAX 12

Details: wagon ‘VBAX 12 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 13

Details: wagon ‘VBAX 13 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 21

Details: wagon ‘VBAX 21 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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VBAX 23

Details: wagon ‘VBAX 23 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 32

Details: wagon ‘VBAX 32 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 41

Details: wagon ‘VBAX 41 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBAX 47

Details: wagon ‘VBAX 47 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 50

Details: wagon ‘VBAX 50 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 56

Details: wagon ‘VBAX 56 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2.800. Wagon classification starting with ‘VBA’

VBAX 62

Details: wagon ‘VBAX 62 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 65

Details: wagon ‘VBAX 65 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 68

Details: wagon ‘VBAX 68 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBAX 70

Details: wagon ‘VBAX 70 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 77

Details: wagon ‘VBAX 77 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBAX 100

Details: wagon ‘VBAX 100 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2.800. Wagon classification starting with ‘VBA’

VBAY 3

Details: wagon ‘VBAY 3 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 15

Details: wagon ‘VBAY 15 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 19

Details: wagon ‘VBAY 19 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBAY 34

Details: wagon ‘VBAY 34 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 38

Details: wagon ‘VBAY 38 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 42

Details: wagon ‘VBAY 42 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ
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2.800. Wagon classification starting with ‘VBA’

VBAY 48

Details: wagon ‘VBAY 48 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 53

Details: wagon ‘VBAY 53 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 58

Details: wagon ‘VBAY 58 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBAY 61

Details: wagon ‘VBAY 61 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 63

Details: wagon ‘VBAY 63 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

VBAY 79

Details: wagon ‘VBAY 79 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 35.5 tonnes
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2.801. Wagon classification starting with ‘VBB’

VBAY 102

Details: wagon ‘VBAY 102 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 35.5 tonnes

2.801 Wagon classification starting with ‘VBB’

VBBF 122

Details: wagon ‘VBBF 122 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 45 tonnes

VBBF 123

26.08.1989 Repair ‘VEHICLE RECLASSIFY’.
26.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 123 V’

20605



2. TIMS GROUP INFORMATION - WAGONS

VBBF 126

Details: wagon ‘VBBF 126 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VBBY 126 C
BSG Code: VBBZ

Capacity of 45 tonnes

11.01.1990 Repair ‘VEHICLE RECLASSIFY’.
11.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 126 C’

VBBF 129

Details: wagon ‘VBBF 129 W’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 41 tonnes

VBBF 132

Details: wagon ‘VBBF 132 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.801. Wagon classification starting with ‘VBB’

Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VBBY 132
BSG Code: VBBZ

Capacity of 45 tonnes

VBBF 133

03.08.1989 Repair ‘VEHICLE RECLASSIFY’.
03.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 133 G’

VBBF 134

Details: wagon ‘VBBF 134 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VBBY134P
BSG Code: VBBZ

Capacity of 45 tonnes

08.08.1989 Repair ‘VEHICLE RECLASSIFY’.
08.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 134 P’

VBBF 136

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 136 K’
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2. TIMS GROUP INFORMATION - WAGONS

VBBF 139

Details: wagon ‘VBBF 139 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VBBY 139 Y
BSG Code: VBBZ

Capacity of 45 tonnes

08.09.1989 Repair ‘VEHICLE RECLASSIFY’.
08.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 139 Y’

VBBF 140

11.01.1990 Repair ‘VEHICLE RECLASSIFY’.
11.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 140 K’

VBBF 142

Details: wagon ‘VBBF 142 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VBBY 142
BSG Code: VBBZ

Capacity of 45 tonnes

20608



2.801. Wagon classification starting with ‘VBB’

14.07.1989 Repair ‘VEHICLE RECLASSIFY’.
14.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VBBY 142 F’

VBBX 23

Details: wagon ‘VBBX 23 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 26

Details: wagon ‘VBBX 26 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 27

Details: wagon ‘VBBX 27 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: VXBZ

VBBX 29

Details: wagon ‘VBBX 29 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BOGIE BEARERS’.
09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘BRAKE PULL ROD’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘SIDE BEARER’.
09.05.1991 Repair ‘TOP CENTRE PLATE’.
09.05.1991 Repair ‘YOKE COMPLETE’.

VBBX 31

Details: wagon ‘VBBX 31 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

15.09.1990 Repair ‘HANDRAILS END’.

VBBX 33

Details: wagon ‘VBBX 33 S’ in AN ‘Mainland Division’.
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2.801. Wagon classification starting with ‘VBB’

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

13.09.1989 Repair ‘STEP’.

VBBX 35

10.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘END BRAKE COCK’.
10.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.05.1990 Repair ‘TRAIN PIPE (END)’.

VBBX 40

Details: wagon ‘VBBX 40 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 42

Details: wagon ‘VBBX 42 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 46

Details: wagon ‘VBBX 46 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘DOOR LOCK MECHANISM’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘HANDRAILS END’.
07.07.1989 Repair ‘STEP’.
07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
07.08.1989 Repair ‘EMPTY LOAD VALVE’.
07.08.1989 Repair ‘GRADE CONTROL VALVE’.
07.08.1989 Repair ‘WHEEL SET’.

VBBX 49

Details: wagon ‘VBBX 49 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2.801. Wagon classification starting with ‘VBB’

VBBX 54

Details: wagon ‘VBBX 54 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 55

Details: wagon ‘VBBX 55 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 56

Details: wagon ‘VBBX 56 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBBX 58

20.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1990 Repair ‘SIDE BEARER’.

VBBX 59

Details: wagon ‘VBBX 59 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 62

Details: wagon ‘VBBX 62 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 67

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1990 Repair ‘SIDE STEP’.
25.05.1990 Repair ‘STEP’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘WHEEL SET’.
25.05.1990 Repair ‘YOKE CARRIER’.
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2.801. Wagon classification starting with ‘VBB’

VBBX 68

Details: wagon ‘VBBX 68 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 69

Details: wagon ‘VBBX 69 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 70

Details: wagon ‘VBBX 70 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBBX 72

Details: wagon ‘VBBX 72 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 73

Details: wagon ‘VBBX 73 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 74

Details: wagon ‘VBBX 74 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2.801. Wagon classification starting with ‘VBB’

VBBX 78

Details: wagon ‘VBBX 78 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 80

Details: wagon ‘VBBX 80 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 88

Details: wagon ‘VBBX 88 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2. TIMS GROUP INFORMATION - WAGONS

VBBX 89

Details: wagon ‘VBBX 89 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 91

Details: wagon ‘VBBX 91 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 92

Details: wagon ‘VBBX 92 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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2.801. Wagon classification starting with ‘VBB’

VBBX 93

Details: wagon ‘VBBX 93 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 95

Details: wagon ‘VBBX 95 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 96

Details: wagon ‘VBBX 96 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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VBBX 97

Details: wagon ‘VBBX 97 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 98

Details: wagon ‘VBBX 98 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 99

Details: wagon ‘VBBX 99 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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VBBX 100

18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘COUPLER COMPLETE’.
18.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
18.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
18.08.1989 Repair ‘END BRAKE COCK’.
18.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.

VBBX 101

Details: wagon ‘VBBX 101 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

21.12.1989 Repair ‘HANDRAILS’.

VBBX 102

Details: wagon ‘VBBX 102 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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VBBX 104

Details: wagon ‘VBBX 104 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2661mm
Wagon Height: 2397mm
BSG Code: VXBZ

Capacity of 41 tonnes

VBBX 106

Details: wagon ‘VBBX 106 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 107

15.12.1989 Repair ‘HANDRAILS END’.

VBBX 108

Details: wagon ‘VBBX 108 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 116

Details: wagon ‘VBBX 116 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 117

Details: wagon ‘VBBX 117 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 146

Details: wagon ‘VBBX 146 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 147

Details: wagon ‘VBBX 147 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBX 151

Details: wagon ‘VBBX 151 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBBY 121

09.01.1989 Reclassified from wagon ‘VBBY 121 D’ to ’ wagon ‘VBBF 121 T’.

VBBY 123

26.08.1989 Reclassified from wagon ‘VBBY 123 V’ to ’ wagon ‘VBBF 123 Y’.

VBBY 124

03.04.1989 Reclassified from wagon ‘VBBY 124 H’ to ’ wagon ‘VBBF 124 A’.
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VBBY 125

15.02.1989 Reclassified from wagon ‘VBBY 125 Q’ to ’ wagon ‘VBBF 125 J’.

VBBY 126

11.01.1990 Reclassified from wagon ‘VBBY 126 C’ to ’ wagon ‘VBBF 126 S’.

VBBY 128

09.01.1989 Reclassified from wagon ‘VBBY 128 U’ to ’ wagon ‘VBBF 128 N’.

VBBY 131

20.01.1989 Reclassified from wagon ‘VBBY 131 L’ to ’ wagon ‘VBBF 131 E’.

VBBY 132

27.06.1988 Reclassified from wagon ‘VBBY 132 U’ to ’ wagon ‘VBBF 132 N’.

VBBY 133

03.08.1989 Reclassified from wagon ‘VBBY 133 G’ to ’ wagon ‘VBBF 133 W’.

VBBY 134

08.08.1989 Reclassified from wagon ‘VBBY 134 P’ to ’ wagon ‘VBBF 134 X’.

VBBY 136

21.07.1989 Reclassified from wagon ‘VBBY 136 K’ to ’ wagon ‘VBBF 136 D’.

VBBY 138

20.01.1989 Reclassified from wagon ‘VBBY 138 F’ to ’ wagon ‘VBBF 138 V’.

VBBY 139

08.09.1989 Reclassified from wagon ‘VBBY 139 Y’ to ’ wagon ‘VBBF 139 H’.

VBBY 140

11.01.1990 Reclassified from wagon ‘VBBY 140 K’ to ’ wagon ‘VBBF 140 D’.

VBBY 141

15.02.1989 Reclassified from wagon ‘VBBY 141 T’ to ’ wagon ‘VBBF 141 M’.

VBBY 142

14.07.1989 Reclassified from wagon ‘VBBY 142 F’ to ’ wagon ‘VBBF 142 V’.
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VBBY 143

03.04.1989 Reclassified from wagon ‘VBBY 143 Y’ to ’ wagon ‘VBBF 143 H’.

VBBY 144

15.06.1989 Reclassified from wagon ‘VBBY 144 A’ to ’ wagon ‘VBBF 144 Q’.

2.802 Wagon classification starting with ‘VBC’

VBCW 2

Details: wagon ‘VBCW 2 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes

VBCW 6

Details: wagon ‘VBCW 6 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes
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VBCW 8

Details: wagon ‘VBCW 8 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 9

Details: wagon ‘VBCW 9 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

VBCW 12

Details: wagon ‘VBCW 12 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 19

Details: wagon ‘VBCW 19 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes

VBCW 21

Details: wagon ‘VBCW 21 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes

VBCW 22

Details: wagon ‘VBCW 22 A’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes

VBCW 23

Details: wagon ‘VBCW 23 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 24

Details: wagon ‘VBCW 24 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ
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Capacity of 40 tonnes

VBCW 27

Details: wagon ‘VBCW 27 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 30

Details: wagon ‘VBCW 30 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes

VBCW 31

Details: wagon ‘VBCW 31 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 32

Details: wagon ‘VBCW 32 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 33

Details: wagon ‘VBCW 33 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: NOT TO BE COUPLED TO FIXED WHEEL BASE VE
BSG Code: VXBZ

Capacity of 40 tonnes
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VBCW 34

Details: wagon ‘VBCW 34 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 35

Details: wagon ‘VBCW 35 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 37

Details: wagon ‘VBCW 37 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 38

Details: wagon ‘VBCW 38 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes

VBCW 39

Details: wagon ‘VBCW 39 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBBZ

Capacity of 40 tonnes
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VBCW 40

Details: wagon ‘VBCW 40 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.6m
Tare Weight: 35tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXBZ

Capacity of 40 tonnes

2.803 Wagon classification starting with ‘VC’

VC 1181

29.08.1992 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
09.11.1993 Repair ‘VEHICLE CUT FOR SCRAP’.

VC 1201

11.11.1988 Reclassified from wagon ‘VC 1201 L’ to ’ wagon ‘AZBF 1201 U’.

2.804 Wagon classification starting with ‘VCC’

VCCX 1

26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘BOGIE BEARERS’.
26.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.08.1992 Repair ‘COUPLER KNUCKLE’.
26.08.1992 Repair ‘SIDE BEARER’.
26.08.1992 Repair ‘WHEEL SET’.
04.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Reclassified from wagon ‘VCCX 1 E’ to ’ wagon ‘RCCX 1 A’.

VCCX 2

27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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VCCX 3

10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.03.1991 Repair ‘END HOSE’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘YOKE CARRIER’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘BOGIE BEARERS’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.03.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Reclassified from wagon ‘VCCX 3 W’ to ’ wagon ‘RCCX 3 S’.

VCCX 4

31.03.1993 Repair ‘YOKE CARRIER’.
01.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘COUPLER KNUCKLE’.
25.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.04.1994 Reclassified from wagon ‘VCCX 4 X’ to ’ wagon ‘RCCX 4 E’.

VCCX 5

09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.06.1994 Reclassified from wagon ‘VCCX 5 R’ to ’ wagon ‘RCCX 5 N’.

VCCX 6

21.04.1991 Repair ‘END BRAKE COCK’.
19.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.09.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Reclassified from wagon ‘VCCX 6 D’ to ’ wagon ‘RCCX 6 W’.

VCCX 7

23.07.1989 Repair ‘COUPLER TRIGGER LEVER’.
23.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BOGIE COMPLETE’.
29.04.1994 Reclassified from wagon ‘VCCX 7 M’ to ’ wagon ‘RCCX 7 X’.

VCCX 8

13.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Repair ‘STEP’.
23.11.1994 Reclassified from wagon ‘VCCX 8 V’ to ’ wagon ‘RCCX 8 R’.
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VCCX 9

27.01.1990 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘END HOSE’.
06.03.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Reclassified from wagon ‘VCCX 9 H’ to ’ wagon ‘RCCX 9 D’.

VCCX 10

26.09.1991 Repair ‘STEP’.
28.03.1993 Repair ‘HANDRAILS END’.
27.06.1994 Reclassified from wagon ‘VCCX 10 D’ to ’ wagon ‘RCCX 10 W’.

VCCX 11

28.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRANCH PIPE’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1991 Repair ‘TRAIN PIPE (END)’.
22.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Reclassified from wagon ‘VCCX 11 M’ to ’ wagon ‘RCCX 11 X’.

VCCX 12

12.08.1987 Reclassified from wagon ‘VCCX 12 V’ to ’ wagon ‘VOSX 12 B’.
08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘COUPLER KNUCKLE’.
08.11.1989 Repair ‘STRIKING CASTING’.
28.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1991 Repair ‘COUPLER KNUCKLE’.
25.01.1991 Repair ‘EMPTY LOAD VALVE’.
25.01.1991 Repair ‘GRADE CONTROL VALVE’.
25.01.1991 Repair ‘YOKE CARRIER’.
27.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BEARERS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘SIDE BEARER’.
17.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.08.1993 Repair ‘YOKE CARRIER’.
22.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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VCCX 13

Details: wagon ‘VCCX 13 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
BSG Code: VXKI

Capacity of 51 tonnes

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Repair ‘BRAKE BLOCK RB95’.
15.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
15.08.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
15.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1989 Repair ‘COUPLER KNUCKLE’.
15.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1989 Repair ‘HANDRAILS’.
20.10.1989 Repair ‘HANDRAILS END’.
20.10.1989 Repair ‘SIDE STEP’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Repair ‘STEP’.
08.05.1990 Repair ‘BRAKE PULL ROD’.
19.07.1993 Repair ‘STEP’.

VCCX 14

30.03.1993 Repair ‘STEP’.
16.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1993 Repair ‘BOGIE COMPLETE’.
16.10.1993 Repair ‘BRAKE FULCRUM BRACKET’.
16.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Reclassified from wagon ‘VCCX 14 Q’ to ’ wagon ‘RCCX 14 M’.

VCCX 15

20.08.1989 Repair ‘COUPLER COMPLETE’.
20.08.1989 Repair ‘YOKE CARRIER’.
26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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26.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1990 Repair ‘BRAKE PULL ROD’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘EMPTY LOAD VALVE’.
26.03.1990 Repair ‘GRADE CONTROL VALVE’.
26.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.03.1990 Repair ‘WHEEL SET’.
22.06.1991 Repair ‘HANDBRAKE HANDLE’.
07.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.03.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Reclassified from wagon ‘VCCX 15 C’ to ’ wagon ‘RCCX 15 V’.

VCCX 16

23.02.1991 Repair ‘HANDRAILS END’.
25.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1991 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘HANDRAILS’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘BODY COMPLETE’.
20.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.07.1993 Repair ‘BOGIE COMPLETE’.
20.07.1993 Repair ‘BRAKE PULL ROD’.
20.07.1993 Repair ‘COUPLER COMPLETE’.
20.07.1993 Repair ‘UNDERFRAME COMPLETE’.
20.07.1993 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘VCCX 16 L’ to ’ wagon ‘RCCX 16 H’.

VCCX 17

20.10.1989 Repair ‘HANDRAILS’.
20.10.1989 Repair ‘HANDRAILS END’.
20.10.1989 Repair ‘SIDE STEP’.
20.10.1989 Repair ‘STEP’.
20.10.1989 Repair ‘STEP’.
25.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1990 Repair ‘BOGIE BEARERS’.
25.06.1990 Repair ‘BOGIE COMPLETE’.
25.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
25.06.1990 Repair ‘BRANCH PIPE’.
25.06.1990 Repair ‘COUPLER COMPLETE’.
25.06.1990 Repair ‘SIDE BEARER’.
25.06.1990 Repair ‘TOP CENTRE PLATE’.
25.06.1990 Repair ‘TRAIN PIPE (END)’.
25.06.1990 Repair ‘YOKE COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘SIDE BEARER’.
14.11.1994 Reclassified from wagon ‘VCCX 17 U’ to ’ wagon ‘RCCX 17 Q’.

VCCX 18

02.04.1993 Repair ‘YOKE CARRIER’.
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘SIDE BEARER’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARERS’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘SIDE BEARER’.
18.08.1993 Repair ‘STEP’.
22.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.01.1994 Repair ‘BRAKE BLOCK RB95’.
13.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1994 Reclassified from wagon ‘VCCX 18 G’ to ’ wagon ‘RCCX 18 C’.

VCCX 19

15.02.1991 Repair ‘YOKE CARRIER’.
07.07.1993 Repair ‘HANDRAILS’.
19.08.1993 Repair ‘STEP’.
12.06.1994 Reclassified from wagon ‘VCCX 19 P’ to ’ wagon ‘RCCX 19 L’.

VCCX 20

04.08.1989 Repair ‘HANDRAILS END’.
16.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.01.1993 Repair ‘SIDE STEP’.
10.04.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Reclassified from wagon ‘VCCX 20 L’ to ’ wagon ‘RCCX 20 H’.

VCCX 21

19.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1991 Repair ‘COUPLER KNUCKLE’.
19.06.1991 Repair ‘STEP’.
19.06.1991 Repair ‘YOKE CARRIER’.
26.11.1992 Repair ‘SIDE BEARER’.
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘SIDE BEARER’.
24.02.1993 Repair ‘COUPLER COMPLETE’.
28.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1993 Repair ‘COUPLER KNUCKLE’.
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VCCX 22

19.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
14.02.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.07.1991 Repair ‘SIDE STEP’.
19.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.10.1993 Repair ‘HANDRAILS END’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘VCCX 22 G’ to ’ wagon ‘RCCX 22 C’.

VCCX 23

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1989 Repair ‘BRAKE PULL ROD’.
18.12.1989 Repair ‘COUPLER COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.02.1993 Repair ‘HANDRAILS’.
30.01.1994 Repair ‘HANDRAILS’.
02.06.1994 Reclassified from wagon ‘VCCX 23 P’ to ’ wagon ‘RCCX 23 L’.

VCCX 24

22.08.1989 Repair ‘HANDRAILS’.
09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.01.1990 Repair ‘HANDRAILS’.
17.03.1991 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘HANDRAILS END’.
21.06.1994 Reclassified from wagon ‘VCCX 24 B’ to ’ wagon ‘RCCX 24 U’.

VCCX 25

06.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1993 Repair ‘HANDRAILS’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘VCCX 25 K’ to ’ wagon ‘RCCX 25 G’.

VCCX 26

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
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28.11.1990 Repair ‘STEP’.
02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER COMPLETE’.
02.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
02.02.1993 Repair ‘EMPTY LOAD VALVE’.
02.02.1993 Repair ‘GRADE CONTROL VALVE’.
02.02.1993 Repair ‘YOKE COMPLETE’.
17.06.1993 Repair ‘WHEEL SET’.
01.08.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘HANDRAILS END’.
25.06.1994 Reclassified from wagon ‘VCCX 26 T’ to ’ wagon ‘RCCX 26 P’.

VCCX 27

17.07.1989 Repair ‘DOOR LOCK MECHANISM’.
09.12.1990 Repair ‘YOKE CARRIER’.
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.12.1992 Repair ‘HANDRAILS END’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Reclassified from wagon ‘VCCX 27 F’ to ’ wagon ‘RCCX 27 B’.

VCCX 28

18.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.01.1992 Repair ‘STEP’.
29.06.1992 Repair ‘DOOR LOCK MECHANISM’.
02.08.1993 Repair ‘HANDRAILS’.
09.06.1994 Reclassified from wagon ‘VCCX 28 Y’ to ’ wagon ‘RCCX 28 K’.

VCCX 29

10.07.1989 Repair ‘STEP’.
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BEARERS’.
16.04.1991 Repair ‘BOGIE COMPLETE’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘COUPLER COMPLETE’.
16.04.1991 Repair ‘SIDE BEARER’.
16.04.1991 Repair ‘TOP CENTRE PLATE’.
16.04.1991 Repair ‘TRAIN PIPE (END)’.
16.04.1991 Repair ‘YOKE COMPLETE’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BRAKE LEVER’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
13.04.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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13.04.1993 Repair ‘YOKE COMPLETE’.
13.04.1993 Repair ‘YOKE PIN’.
13.04.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
10.05.1994 Reclassified from wagon ‘VCCX 29 A’ to ’ wagon ‘RCCX 29 T’.

VCCX 30

29.01.1992 Repair ‘TRAIN PIPE (END)’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
02.05.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Reclassified from wagon ‘VCCX 30 T’ to ’ wagon ‘RCCX 30 P’.

2.805 Wagon classification starting with ‘VCS’

VCSX 1

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘EMPTY LOAD VALVE’.
04.10.1989 Repair ‘GRADE CONTROL VALVE’.
04.10.1989 Repair ‘SIDE BEARER’.
20.05.1990 Repair ‘SIDE STEP’.
26.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.10.1991 Repair ‘YOKE CARRIER’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER KNUCKLE’.
16.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1992 Repair ‘EMPTY LOAD VALVE’.
16.01.1992 Repair ‘GRADE CONTROL VALVE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
24.05.1993 Repair ‘BRAKE PULL ROD’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘COUPLER KNUCKLE’.
24.05.1993 Repair ‘VEHICLE COMPLETE’.
25.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Reclassified from wagon ‘VCSX 1 G’ to ’ wagon ‘RCSX 1 C’.

VCSX 2

12.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
06.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
31.01.1993 Repair ‘HANDRAILS END’.
03.11.1994 Reclassified from wagon ‘VCSX 2 P’ to ’ wagon ‘RCSX 2 L’.
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VCSX 3

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BRAKE PULL ROD’.
18.10.1989 Repair ‘BRANCH PIPE’.
18.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
18.10.1989 Repair ‘VEHICLE COMPLETE’.
20.02.1991 Repair ‘HANDRAILS’.
27.08.1991 Repair ‘COUPLER COMPLETE’.
24.11.1994 Reclassified from wagon ‘VCSX 3 B’ to ’ wagon ‘RCSX 3 U’.

VCSX 4

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘END BRAKE COCK’.
08.02.1990 Repair ‘END HOSE’.
08.02.1990 Repair ‘TRAIN PIPE (END)’.
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.06.1990 Repair ‘EMPTY LOAD VALVE’.
11.06.1990 Repair ‘GRADE CONTROL VALVE’.
28.03.1993 Repair ‘HANDRAILS END’.
29.04.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.12.1993 Repair ‘SIDE STEP’.
17.12.1993 Repair ‘STEP’.
23.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.12.1993 Repair ‘BRANCH PIPE’.
23.12.1993 Repair ‘EMPTY LOAD VALVE’.
23.12.1993 Repair ‘GRADE CONTROL VALVE’.
23.12.1993 Repair ‘STANCHION’.
23.12.1993 Repair ‘STEP’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Reclassified from wagon ‘VCSX 4 K’ to ’ wagon ‘RCSX 4 G’.

VCSX 5

22.03.1991 Repair ‘HANDRAILS END’.
07.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.09.1991 Repair ‘VEHICLE COMPLETE’.
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘SIDE BEARER’.
01.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1993 Repair ‘BOGIE BEARERS’.
01.06.1993 Repair ‘COUPLER KNUCKLE’.
01.06.1993 Repair ‘SIDE BEARER’.
12.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1994 Repair ‘SIDE STEP’.
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VCSX 6

24.02.1991 Repair ‘SIDE STEP’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 7

07.01.1988 Reclassified from wagon ‘VCSX 7 Y’ to ’ wagon ‘VFSX 7 U’.
26.08.1992 Repair ‘SIDE BEARER’.
14.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘COUPLER COMPLETE’.
14.08.1993 Repair ‘EMPTY LOAD VALVE’.
14.08.1993 Repair ‘GRADE CONTROL VALVE’.
19.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Reclassified from wagon ‘VCSX 7 Y’ to ’ wagon ‘RCSX 7 K’.

VCSX 8

11.09.1989 Repair ‘CENTRE SILL’.
01.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
10.08.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘COUPLER KNUCKLE’.
06.02.1992 Repair ‘EMPTY LOAD VALVE’.
06.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Repair ‘ISOLATING COCK’.
24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Reclassified from wagon ‘VCSX 8 A’ to ’ wagon ‘RCSX 8 T’.

VCSX 9

31.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1992 Repair ‘SIDE STEP’.
30.05.1993 Repair ‘YOKE CARRIER’.
04.07.1993 Repair ‘YOKE CARRIER’.
18.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1993 Repair ‘YOKE CARRIER’.
08.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Reclassified from wagon ‘VCSX 9 J’ to ’ wagon ‘RCSX 9 F’.

VCSX 10

30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

20644



2.805. Wagon classification starting with ‘VCS’

25.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
08.07.1990 Repair ‘AXLEBOX’.
04.11.1990 Repair ‘TRAIN PIPE’.
22.01.1991 Repair ‘STEP’.
20.12.1991 Repair ‘HANDRAILS END’.
17.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1993 Repair ‘HANDRAILS END’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘VCSX 10 F’ to ’ wagon ‘RCSX 10 B’.

VCSX 11

02.04.1993 Repair ‘YOKE CARRIER’.
10.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.06.1994 Reclassified from wagon ‘VCSX 11 Y’ to ’ wagon ‘RCSX 11 K’.

VCSX 12

21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
08.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘SIDE BEARER’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Reclassified from wagon ‘VCSX 12 A’ to ’ wagon ‘RCSX 12 T’.

VCSX 13

13.12.1990 Repair ‘HANDRAILS’.
15.10.1991 Repair ‘STEP’.
16.03.1993 Repair ‘HANDRAILS END’.
31.10.1993 Repair ‘COUPLER KNUCKLE PIN’.
27.02.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
20.07.1994 Reclassified from wagon ‘VCSX 13 J’ to ’ wagon ‘RCSX 13 F’.

VCSX 14

27.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.05.1993 Repair ‘SIDE STEP’.
21.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1993 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘VCSX 14 S’ to ’ wagon ‘RCSX 14 Y’.

20645



2. TIMS GROUP INFORMATION - WAGONS

VCSX 15

14.09.1993 Repair ‘HANDRAILS’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘VCSX 15 E’ to ’ wagon ‘RCSX 15 A’.

VCSX 16

12.08.1989 Repair ‘WEAR PLATES & SADDLES’.
27.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BOGIE COMPLETE’.
25.11.1991 Repair ‘BRAKE PULL ROD’.
25.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1991 Repair ‘SIDE BEARER’.
25.11.1991 Repair ‘VEHICLE COMPLETE’.
28.03.1993 Repair ‘WHEEL SET’.

VCSX 17

18.09.1989 Repair ‘BOGIE SPRING’.
27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1990 Repair ‘BRAKE PULL ROD’.
27.03.1990 Repair ‘COUPLER KNUCKLE’.
27.03.1990 Repair ‘EMPTY LOAD VALVE’.
27.03.1990 Repair ‘GRADE CONTROL VALVE’.
27.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER COMPLETE’.
12.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.04.1990 Repair ‘WEAR PLATES & SADDLES’.
12.04.1990 Repair ‘YOKE COMPLETE’.
15.06.1990 Repair ‘HANDRAILS’.
24.03.1991 Repair ‘HANDRAILS’.
03.11.1994 Reclassified from wagon ‘VCSX 17 W’ to ’ wagon ‘RCSX 17 S’.

VCSX 18

26.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.03.1990 Repair ‘SIDE STEP’.
27.11.1991 Repair ‘COUPLER KNUCKLE PIN’.
18.05.1993 Repair ‘HANDRAILS’.

VCSX 19

27.10.1994 Reclassified from wagon ‘VCSX 19 R’ to ’ wagon ‘RCSX 19 N’.
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VCSX 21

11.11.1989 Repair ‘STEP’.
03.07.1991 Repair ‘HANDRAILS’.
18.06.1992 Repair ‘STEP’.
17.01.1994 Repair ‘BRAKE BLOCK RB95’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Reclassified from wagon ‘VCSX 21 W’ to ’ wagon ‘RCSX 21 S’.

VCSX 22

24.07.1989 Repair ‘STEP’.
03.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1993 Repair ‘SIDE BEARER’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Reclassified from wagon ‘VCSX 22 X’ to ’ wagon ‘RCSX 22 E’.

VCSX 23

27.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1990 Repair ‘BOGIE COMPLETE’.
20.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1990 Repair ‘BOGIE SPRING’.
20.09.1990 Repair ‘COUPLER KNUCKLE’.
11.09.1993 Repair ‘SIDE STEP’.

VCSX 24

09.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1991 Repair ‘BOGIE COMPLETE’.
09.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BOGIE BEARERS’.
24.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.11.1992 Repair ‘COUPLER KNUCKLE’.
24.11.1992 Repair ‘EMPTY LOAD VALVE’.
24.11.1992 Repair ‘GRADE CONTROL VALVE’.
24.11.1992 Repair ‘SIDE BEARER’.
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘SIDE BEARER’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 25

26.08.1989 Repair ‘STEP’.
17.11.1990 Repair ‘HANDRAILS’.
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21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1991 Repair ‘STEP’.
10.10.1991 Repair ‘HANDRAILS’.
18.01.1994 Repair ‘BOGIE SIDEFRAME’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 26

Details: wagon ‘VCSX 26 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 26
BSG Code: VXKI

09.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.08.1991 Repair ‘SIDE BEARER’.
06.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1991 Repair ‘BOGIE BEARERS’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
06.08.1991 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.

RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

VCSX 27

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER COMPLETE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Repair ‘WEAR PLATES & SADDLES’.
02.08.1990 Repair ‘END HOSE’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.09.1993 Repair ‘HANDRAILS END’.
15.11.1994 Reclassified from wagon ‘VCSX 27 H’ to ’ wagon ‘RCSX 27 D’.
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VCSX 28

01.09.1990 Repair ‘COUPLER KNUCKLE PIN’.
20.01.1991 Repair ‘COUPLER KNUCKLE PIN’.
25.03.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘TOP CENTRE PLATE’.
16.01.1995 Reclassified from wagon ‘VCSX 28 Q’ to ’ wagon ‘RCSX 28 M’.

VCSX 29

06.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1992 Repair ‘HANDRAILS’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘VCSX 29 C’ to ’ wagon ‘RCSX 29 V’.

VCSX 30

10.02.1991 Repair ‘SIDE STEP’.
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
15.11.1994 Reclassified from wagon ‘VCSX 30 V’ to ’ wagon ‘RCSX 30 R’.

VCSX 31

09.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1992 Repair ‘SIDE STEP’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 32

08.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1990 Repair ‘SIDE STEP’.
08.02.1990 Repair ‘TOP CENTRE PLATE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
08.02.1990 Repair ‘VEHICLE COMPLETE’.
26.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.09.1990 Repair ‘COUPLER KNUCKLE’.
12.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
12.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘SIDE STEP’.
19.08.1994 Repair ‘VEHICLE COMPLETE’.
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VCSX 33

18.11.1993 Repair ‘HANDRAILS’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Reclassified from wagon ‘VCSX 33 C’ to ’ wagon ‘RCSX 33 V’.

VCSX 34

18.09.1989 Repair ‘STEP’.
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.03.1991 Repair ‘SIDE STEP’.
27.02.1992 Repair ‘HANDRAILS END’.
23.05.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.09.1993 Repair ‘BRAKE BLOCK RB95’.
24.11.1993 Repair ‘COUPLER KNUCKLE PIN’.
10.05.1994 Reclassified from wagon ‘VCSX 34 L’ to ’ wagon ‘RCSX 34 H’.

VCSX 35

Details: wagon ‘VCSX 35 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 35
BSG Code: VXKI

06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

VCSX 36

30.08.1991 Repair ‘END HOSE’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VCSX 37

23.07.1989 Repair ‘END HOSE’.
25.07.1993 Repair ‘HANDRAILS’.
16.09.1993 Repair ‘HANDRAILS END’.

20650



2.805. Wagon classification starting with ‘VCS’

VCSX 38

31.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.07.1994 Reclassified from wagon ‘VCSX 38 B’ to ’ wagon ‘RCSX 38 U’.

VCSX 39

26.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.11.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
11.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 40

26.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.03.1990 Repair ‘COUPLER KNUCKLE’.
26.03.1990 Repair ‘EMPTY LOAD VALVE’.
26.03.1990 Repair ‘GRADE CONTROL VALVE’.
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Repair ‘WHEEL SET’.
17.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1991 Repair ‘BOGIE SPRING’.
10.07.1991 Repair ‘BOGIE SPRING’.
11.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.03.1994 Repair ‘VEHICLE COMPLETE’.
05.05.1994 Repair ‘VEHICLE COMPLETE’.
21.06.1994 Reclassified from wagon ‘VCSX 40 G’ to ’ wagon ‘RCSX 40 C’.

VCSX 41

18.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1990 Repair ‘SIDE STEP’.
16.05.1991 Repair ‘STEP’.
06.04.1992 Repair ‘HANDRAILS’.
10.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VCSX 42

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BOGIE COMPLETE’.
13.09.1989 Repair ‘BRAKE LEVER’.
13.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.09.1989 Repair ‘BRANCH PIPE’.
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13.09.1989 Repair ‘DOOR FRAME’.
13.09.1989 Repair ‘TRAIN PIPE (END)’.
08.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.03.1991 Repair ‘HANDBRAKE HANDLE’.
24.06.1992 Repair ‘STEP’.

VCSX 43

28.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1993 Repair ‘HANDRAILS’.
29.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Reclassified from wagon ‘VCSX 43 K’ to ’ wagon ‘RCSX 43 G’.

VCSX 44

13.02.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.12.1992 Repair ‘COUPLER KNUCKLE’.
24.12.1992 Repair ‘COUPLER TRIGGER LEVER’.
09.06.1994 Reclassified from wagon ‘VCSX 44 T’ to ’ wagon ‘RCSX 44 P’.

VCSX 45

01.09.1991 Repair ‘HANDRAILS’.
10.05.1992 Repair ‘HANDRAILS’.
31.01.1994 Repair ‘STANCHION’.
25.09.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Reclassified from wagon ‘VCSX 45 F’ to ’ wagon ‘RCSX 45 B’.

VCSX 46

22.01.1990 Repair ‘STEP’.
04.07.1993 Repair ‘STEP’.
18.06.1994 Reclassified from wagon ‘VCSX 46 Y’ to ’ wagon ‘RCSX 46 K’.

VCSX 47

06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.11.1989 Repair ‘SIDE STEP’.
20.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1993 Repair ‘YOKE CARRIER’.
13.04.1994 Reclassified from wagon ‘VCSX 47 A’ to ’ wagon ‘RCSX 47 T’.

VCSX 48

Details: wagon ‘VCSX 48 J’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 48
BSG Code: VXKI

06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

VCSX 49

12.08.1989 Repair ‘WEAR PLATES & SADDLES’.
04.09.1989 Repair ‘SIDE STEP’.
23.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.08.1991 Repair ‘YOKE CARRIER’.
10.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.05.1992 Repair ‘YOKE CARRIER’.
09.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.11.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.08.1993 Repair ‘YOKE CARRIER’.
09.09.1993 Repair ‘YOKE CARRIER’.
11.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.10.1994 Reclassified from wagon ‘VCSX 49 S’ to ’ wagon ‘RCSX 49 Y’.

VCSX 50

02.07.1993 Repair ‘HANDRAILS’.

VCSX 51

23.01.1990 Repair ‘STEP’.
22.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.07.1993 Repair ‘YOKE CARRIER’.
18.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.07.1993 Repair ‘YOKE CARRIER’.
22.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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VCSX 52

18.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.06.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Reclassified from wagon ‘VCSX 52 J’ to ’ wagon ‘RCSX 52 F’.

VCSX 53

11.07.1989 Repair ‘STEP’.
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.10.1989 Repair ‘SIDE STEP’.
11.07.1990 Repair ‘BRAKE BLOCK RB95’.
24.03.1991 Repair ‘HANDRAILS’.
22.03.1993 Repair ‘HANDRAILS END’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 54

03.01.1990 Repair ‘BOGIE SPRING’.
01.04.1990 Repair ‘COUPLER KNUCKLE PIN’.
15.05.1991 Repair ‘BOGIE COMPLETE’.
15.05.1991 Repair ‘COUPLER COMPLETE’.
15.05.1991 Repair ‘HANDRAILS’.
15.05.1991 Repair ‘HANDRAILS END’.
16.05.1991 Repair ‘HANDRAILS’.
16.05.1991 Repair ‘SIDE STEP’.
08.09.1991 Repair ‘YOKE CARRIER’.
13.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘SIDE BEARER’.
27.06.1993 Repair ‘YOKE CARRIER’.
15.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1993 Repair ‘COUPLER COMPLETE’.
15.09.1993 Repair ‘COUPLER KNUCKLE’.
15.09.1993 Repair ‘EMPTY LOAD VALVE’.
15.09.1993 Repair ‘GRADE CONTROL VALVE’.
08.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1993 Repair ‘HANDRAILS’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 55

27.01.1991 Repair ‘HANDRAILS’.
27.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
19.03.1992 Repair ‘HANDRAILS’.
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23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1993 Repair ‘HANDRAILS END’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Reclassified from wagon ‘VCSX 55 N’ to ’ wagon ‘RCSX 55 J’.

VCSX 56

18.06.1991 Repair ‘SIDE STEP’.
15.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.04.1994 Repair ‘VEHICLE COMPLETE’.
09.06.1994 Reclassified from wagon ‘VCSX 56 W’ to ’ wagon ‘RCSX 56 S’.

VCSX 57

02.04.1993 Repair ‘YOKE CARRIER’.
26.08.1993 Repair ‘YOKE CARRIER’.

VCSX 58

21.01.1990 Repair ‘STEP’.
10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.05.1990 Repair ‘END HOSE’.
17.03.1991 Repair ‘BRAKE PULL ROD’.
10.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.05.1994 Reclassified from wagon ‘VCSX 58 R’ to ’ wagon ‘RCSX 58 N’.

VCSX 59

13.07.1990 Repair ‘HANDRAILS’.
08.02.1991 Repair ‘HANDRAILS’.
22.05.1991 Repair ‘STRIKING CASTING’.
05.08.1991 Repair ‘HANDRAILS’.
19.09.1991 Repair ‘YOKE CARRIER’.
22.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
22.03.1993 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 60

01.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Repair ‘VEHICLE COMPLETE’.
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VCSX 61

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘HANDRAILS END’.
19.02.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 63

31.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1992 Repair ‘COUPLER COMPLETE’.
31.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.03.1992 Repair ‘COUPLER KNUCKLE’.
31.03.1992 Repair ‘COUPLER TRIGGER LEVER’.
31.03.1992 Repair ‘EMPTY LOAD VALVE’.
31.03.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1993 Repair ‘BRAKE PULL ROD’.
28.04.1993 Repair ‘COUPLER COMPLETE’.
28.04.1993 Repair ‘EMPTY LOAD VALVE’.
28.04.1993 Repair ‘VEHICLE COMPLETE’.
07.06.1993 Repair ‘STEP’.

VCSX 64

04.03.1991 Repair ‘SIDE STEP’.
02.07.1992 Repair ‘HANDRAILS’.
28.03.1993 Repair ‘HANDRAILS’.
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘VCSX 64 M’ to ’ wagon ‘RCSX 64 X’.

VCSX 65

07.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘BRAKE LEVER’.
22.03.1990 Repair ‘BRAKE PULL ROD’.
22.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
04.11.1990 Repair ‘TRAIN PIPE’.
19.10.1994 Reclassified from wagon ‘VCSX 65 V’ to ’ wagon ‘RCSX 65 R’.

VCSX 66

05.06.1992 Repair ‘COUPLER KNUCKLE PIN’.
29.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1993 Repair ‘HANDRAILS’.
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15.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Reclassified from wagon ‘VCSX 66 H’ to ’ wagon ‘RCSX 66 D’.

VCSX 67

30.08.1990 Repair ‘STRIKING CASTING’.
03.10.1990 Repair ‘STRIKING CASTING’.
14.01.1994 Repair ‘YOKE CARRIER’.
17.07.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 68

16.12.1989 Repair ‘SIDE STEP’.
25.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
04.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.04.1991 Repair ‘COUPLER KNUCKLE’.
04.04.1991 Repair ‘EMPTY LOAD VALVE’.
04.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.04.1991 Repair ‘STANCHION’.
19.10.1994 Reclassified from wagon ‘VCSX 68 C’ to ’ wagon ‘RCSX 68 V’.

VCSX 69

10.10.1990 Repair ‘COUPLER KNUCKLE PIN’.

VCSX 70

27.07.1987 Reclassified from wagon ‘VCSX 70 H’ to ’ wagon ‘VFSX 70 N’.
25.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
02.06.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Reclassified from wagon ‘VCSX 70 H’ to ’ wagon ‘RCSX 70 D’.

VCSX 71

11.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.11.1990 Repair ‘TRAIN PIPE’.
06.03.1991 Repair ‘HANDRAILS’.
20.09.1993 Repair ‘SIDE STEP’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 72

14.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
14.10.1994 Reclassified from wagon ‘VCSX 72 C’ to ’ wagon ‘RCSX 72 V’.
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VCSX 73

01.05.1993 Repair ‘STEP’.
15.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.11.1994 Reclassified from wagon ‘VCSX 73 L’ to ’ wagon ‘RCSX 73 H’.

VCSX 74

26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1990 Repair ‘HANDRAILS’.
04.03.1991 Repair ‘HANDRAILS END’.
28.10.1991 Repair ‘COUPLER KNUCKLE PIN’.
27.04.1993 Repair ‘COUPLER KNUCKLE’.
12.10.1993 Repair ‘AXLEBOX’.
12.10.1993 Repair ‘AXLEBOX’.

VCSX 75

18.12.1989 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘WHEEL SET’.
16.01.1994 Repair ‘SIDE STEP’.
02.06.1994 Reclassified from wagon ‘VCSX 75 G’ to ’ wagon ‘RCSX 75 C’.

VCSX 76

18.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
27.05.1990 Repair ‘WEAR PLATES & SADDLES’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.08.1991 Repair ‘HANDRAILS’.
27.04.1992 Repair ‘SIDE STEP’.
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘SIDE BEARER’.
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1993 Repair ‘BOGIE BEARERS’.
02.06.1993 Repair ‘CARD OR CLIP HOLDER’.
02.06.1993 Repair ‘SIDE BEARER’.
08.10.1994 Repair ‘VEHICLE COMPLETE’.

VCSX 77

09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1993 Repair ‘HANDRAILS’.
01.12.1993 Repair ‘HANDRAILS’.
23.03.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Repair ‘VEHICLE COMPLETE’.
17.11.1994 Reclassified from wagon ‘VCSX 77 B’ to ’ wagon ‘RCSX 77 U’.

20658



2.805. Wagon classification starting with ‘VCS’

VCSX 78

08.07.1989 Repair ‘HANDRAILS’.
10.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
18.02.1990 Repair ‘YOKE CARRIER’.
27.01.1991 Repair ‘HANDRAILS END’.
18.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.10.1993 Repair ‘STEP’.

VCSX 79

31.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VCSX 80

Details: wagon ‘VCSX 80 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.4m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFSX 80 V
BSG Code: VXKI

Capacity of 53 tonnes

06.04.1995 Alteration ‘FIT 70T BOGIES TO 35 NO. VCSX/RCSX COIL STEEL WAGONS.
RECLASSIFY TO ‘RCSF’. (RS4903)’. New class: ‘RCSF’.

VCSX 82

26.08.1992 Repair ‘SIDE BEARER’.
10.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VCSX 83

04.08.1991 Repair ‘HANDRAILS’.
03.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1994 Reclassified from wagon ‘VCSX 83 T’ to ’ wagon ‘RCSX 83 P’.
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VCSX 84

09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.01.1991 Repair ‘HANDRAILS’.
29.06.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.06.1994 Reclassified from wagon ‘VCSX 84 F’ to ’ wagon ‘RCSX 84 B’.

VCSX 85

26.11.1987 Reclassified from wagon ‘VCSX 85 Y’ to ’ wagon ‘VFSX 85 U’.
07.07.1989 Repair ‘HANDRAILS’.
02.03.1990 Repair ‘SIDE STEP’.
06.02.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.01.1993 Repair ‘HANDRAILS END’.
23.05.1993 Repair ‘HANDRAILS’.
10.06.1993 Repair ‘STEP’.
05.09.1993 Repair ‘COUPLER KNUCKLE PIN’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘END FRAME MEMBER’.
08.12.1993 Repair ‘END SHEETING’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1994 Repair ‘COUPLER KNUCKLE’.
18.01.1994 Repair ‘EMPTY LOAD VALVE’.
18.01.1994 Repair ‘END FRAME MEMBER’.
18.01.1994 Repair ‘GRADE CONTROL VALVE’.

VCSX 87

29.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.11.1990 Repair ‘HANDRAILS’.
16.08.1991 Repair ‘HANDRAILS END’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘BRANCH PIPE’.
21.06.1994 Reclassified from wagon ‘VCSX 87 J’ to ’ wagon ‘RCSX 87 F’.

VCSX 88

09.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.04.1990 Repair ‘SIDE STEP’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘HANDRAILS’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘VEHICLE COMPLETE’.
02.04.1991 Repair ‘YOKE CARRIER’.
27.05.1991 Repair ‘YOKE CARRIER’.
20.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
20.07.1991 Repair ‘YOKE CARRIER’.
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07.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘COUPLER KNUCKLE’.
02.10.1991 Repair ‘EMPTY LOAD VALVE’.
02.10.1991 Repair ‘END BRAKE COCK’.
02.10.1991 Repair ‘GRADE CONTROL VALVE’.
02.10.1991 Repair ‘YOKE CARRIER’.
21.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
05.02.1993 Repair ‘HANDRAILS’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘SIDE BEARER’.
12.11.1993 Repair ‘HANDRAILS’.

VCSX 89

09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1993 Repair ‘HANDRAILS’.
16.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VCSX 90

07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘COUPLER KNUCKLE PIN’.
07.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
07.08.1991 Repair ‘EMPTY LOAD VALVE’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1991 Repair ‘COUPLER KNUCKLE’.
22.11.1991 Repair ‘EMPTY LOAD VALVE’.
22.11.1991 Repair ‘END BRAKE COCK’.
22.11.1991 Repair ‘GRADE CONTROL VALVE’.
22.11.1991 Repair ‘SIDE BEARER’.
23.05.1993 Repair ‘BOGIE BEARERS’.
23.05.1993 Repair ‘SIDE BEARER’.
20.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1993 Repair ‘END BRAKE COCK’.
09.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1993 Repair ‘TRAIN PIPE’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
09.11.1993 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Reclassified from wagon ‘VCSX 90 A’ to ’ wagon ‘RCSX 90 T’.
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2.806 Wagon classification starting with ‘VCV’

VCVX 1

25.12.1994 Reclassified from wagon ‘VCVX 1 P’ to ’ wagon ‘RCVX 1 L’.

VCVX 2

07.10.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Reclassified from wagon ‘VCVX 2 B’ to ’ wagon ‘RCVX 2 U’.

VCVX 3

25.12.1994 Reclassified from wagon ‘VCVX 3 K’ to ’ wagon ‘RCVX 3 G’.

VCVX 4

25.12.1994 Reclassified from wagon ‘VCVX 4 T’ to ’ wagon ‘RCVX 4 P’.

VCVX 5

18.04.1995 Reclassified from wagon ‘VCVX 5 F’ to ’ wagon ‘RKCX 5 G’.

VCVX 6

07.03.1995 Reclassified from wagon ‘VCVX 6 Y’ to ’ wagon ‘RKCX 6 P’.

VCVX 7

09.12.1989 Reclassified from wagon ‘VCVX 7 A’ to ’ wagon ‘VFTX 7 A’.
25.12.1994 Reclassified from wagon ‘VCVX 7 A’ to ’ wagon ‘RCVX 7 T’.

2.807 Wagon classification starting with ‘VEK’

VEKX 200

Details: wagon ‘VEKX 200 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 20 S
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BSG Code: VXQQ

Capacity of 51 tonnes

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 20 S’
08.10.1993 Repair ‘END BRAKE COCK’.
08.10.1993 Repair ‘TRAIN PIPE (END)’.

VEKX 201

Details: wagon ‘VEKX 201 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 51 tonnes

VEKX 202

Details: wagon ‘VEKX 202 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 73Q
BSG Code: VXQQ

Capacity of 51 tonnes
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03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 73 Q’

VEKX 203

Details: wagon ‘VEKX 203 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: VFKX35
BSG Code: VXQZ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 35 C’
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘COUPLER KNUCKLE’.
02.12.1993 Repair ‘TRAIN PIPE (END)’.

VEKX 204

Details: wagon ‘VEKX 204 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 22N
BSG Code: VXQQ

Capacity of 51 tonnes
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03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 22 N’

VEKX 205

Details: wagon ‘VEKX 205 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 41U
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 41 U’
30.08.1992 Repair ‘HANDRAILS’.

VEKX 206

Details: wagon ‘VEKX 206 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 48Y
BSG Code: VXQQ

Capacity of 51 tonnes
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03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 48 Y’
05.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘COUPLER KNUCKLE’.
05.02.1993 Repair ‘EMPTY LOAD VALVE’.
05.02.1993 Repair ‘GRADE CONTROL VALVE’.
05.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1993 Repair ‘WHEEL SET’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BOGIE COMPLETE’.
05.03.1993 Repair ‘COUPLER KNUCKLE’.
05.03.1993 Repair ‘EMPTY LOAD VALVE’.
05.03.1993 Repair ‘GRADE CONTROL VALVE’.
05.03.1993 Repair ‘WHEEL SET’.

VEKX 207

Details: wagon ‘VEKX 207 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: VFKX15
BSG Code: VXQZ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 15 J’

VEKX 208

Details: wagon ‘VEKX 208 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX68H
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 68 H’

VEKX 209

Details: wagon ‘VEKX 209 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 12F
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 12 F’

VEKX 210

Details: wagon ‘VEKX 210 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 51 tonnes

01.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VEKX 211

Details: wagon ‘VEKX 211 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 33H
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 33 H’
03.11.1992 Repair ‘SIDE STEP’.

VEKX 212

Details: wagon ‘VEKX 212 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VFKX 61N
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 61 N’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VEKX 213

Details: wagon ‘VEKX 213 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQKX 4 Y
BSG Code: VXQQ

Capacity of 51 tonnes

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VQKX 4 Y’

VEKX 214

Details: wagon ‘VEKX 214 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQKX 8 E
BSG Code: VXQQ

Capacity of 51 tonnes

24.10.1991 Repair ‘VEHICLE RECLASSIFY’.
24.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VQKX 8 E’

VEKX 215

Details: wagon ‘VEKX 215 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 51 tonnes

08.08.1993 Repair ‘HANDRAILS’.
18.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1993 Repair ‘BOGIE SPRING’.
18.08.1993 Repair ‘COUPLER KNUCKLE’.
18.08.1993 Repair ‘EMPTY LOAD VALVE’.
18.08.1993 Repair ‘END BRAKE COCK’.
18.08.1993 Repair ‘GRADE CONTROL VALVE’.

VEKX 216

Details: wagon ‘VEKX 216 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 20 S
BSG Code: VXQQ

Capacity of 51 tonnes

VEKX 217

Details: wagon ‘VEKX 217 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQKX 7S
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VQKX 7 S’

VEKX 218

Details: wagon ‘VEKX 218 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VFKX 74C
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 74 C’

VEKX 219

Details: wagon ‘VEKX 219 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 19W
BSG Code: VXQQ

Capacity of 51 tonnes

03.03.1992 Repair ‘VEHICLE RECLASSIFY’.
03.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 19 W’

2.808 Wagon classification starting with ‘VFE’

VFEX 1

Details: wagon ‘VFEX 1 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXFZ

2.809 Wagon classification starting with ‘VFJ’

VFJX 1

Details: wagon ‘VFJX 1 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFJX 8

Details: wagon ‘VFJX 8 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

2.810 Wagon classification starting with ‘VFK’

VFKX 1

Details: wagon ‘VFKX 1 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 2

Details: wagon ‘VFKX 2 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 3

29.08.1990 Reclassified from wagon ‘VFKX 3 G’ to ’ wagon ‘VKKX 3 Q’.

VFKX 4

08.07.1990 Reclassified from wagon ‘VFKX 4 P’ to ’ wagon ‘VKKX 4 C’.

VFKX 7

09.07.1990 Reclassified from wagon ‘VFKX 7 T’ to ’ wagon ‘VQKX 7 S’.

VFKX 8

24.06.1991 Reclassified from wagon ‘VFKX 8 F’ to ’ wagon ‘VQLX 119 X’.

VFKX 9

14.06.1991 Reclassified from wagon ‘VFKX 9 Y’ to ’ wagon ‘VQKX 9 N’.

VFKX 12

03.03.1992 Reclassified from wagon ‘VFKX 12 F’ to ’ wagon ‘VEKX 209 D’.

VFKX 15

03.03.1992 Reclassified from wagon ‘VFKX 15 J’ to ’ wagon ‘VEKX 207 X’.
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VFKX 16

09.02.1991 Reclassified from wagon ‘VFKX 16 S’ to ’ wagon ‘VKKX 16 F’.

VFKX 17

Details: wagon ‘VFKX 17 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 18

Details: wagon ‘VFKX 18 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 19

03.03.1992 Reclassified from wagon ‘VFKX 19 W’ to ’ wagon ‘VEKX 219 L’.

VFKX 20

24.10.1991 Reclassified from wagon ‘VFKX 20 S’ to ’ wagon ‘VEKX 200 Y’.

VFKX 22

03.03.1992 Reclassified from wagon ‘VFKX 22 N’ to ’ wagon ‘VEKX 204 E’.

VFKX 23

07.10.1993 Reclassified from wagon ‘VFKX 23 W’ to ’ wagon ‘VQKX 105 H’.
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VFKX 24

24.02.1993 Reclassified from wagon ‘VFKX 24 X’ to ’ wagon ‘VQKX 101 R’.

VFKX 25

07.05.1990 Reclassified from wagon ‘VFKX 25 R’ to ’ wagon ‘VQKX 2 T’.

VFKX 27

30.06.1990 Reclassified from wagon ‘VFKX 27 M’ to ’ wagon ‘VKKX 27 W’.

VFKX 31

09.10.1993 Reclassified from wagon ‘VFKX 31 M’ to ’ wagon ‘VQKX 106 Q’.

VFKX 33

03.03.1992 Reclassified from wagon ‘VFKX 33 H’ to ’ wagon ‘VEKX 211 X’.

VFKX 34

Details: wagon ‘VFKX 34 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 35

03.03.1992 Reclassified from wagon ‘VFKX 35 C’ to ’ wagon ‘VEKX 203 S’.

VFKX 36

30.06.1990 Reclassified from wagon ‘VFKX 36 L’ to ’ wagon ‘VKKX 36 V’.

VFKX 37

Details: wagon ‘VFKX 37 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
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Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 39

09.07.1990 Reclassified from wagon ‘VFKX 39 P’ to ’ wagon ‘VQKX 100 X’.

VFKX 40

26.08.1990 Reclassified from wagon ‘VFKX 40 L’ to ’ wagon ‘VKKX 40 V’.

VFKX 41

03.03.1992 Reclassified from wagon ‘VFKX 41 U’ to ’ wagon ‘VEKX 205 N’.

VFKX 42

23.07.1990 Reclassified from wagon ‘VFKX 42 G’ to ’ wagon ‘VKKX 42 Q’.

VFKX 43

Details: wagon ‘VFKX 43 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 48

03.03.1992 Reclassified from wagon ‘VFKX 48 Y’ to ’ wagon ‘VEKX 206 W’.

VFKX 50

07.05.1990 Reclassified from wagon ‘VFKX 50 T’ to ’ wagon ‘VQKX 1 K’.
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VFKX 52

Details: wagon ‘VFKX 52 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 57

09.07.1990 Reclassified from wagon ‘VFKX 57 N’ to ’ wagon ‘VQKX 4 Y’.

VFKX 59

Details: wagon ‘VFKX 59 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFKX 60

Details: wagon ‘VFKX 60 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ
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VFKX 61

03.03.1992 Reclassified from wagon ‘VFKX 61 N’ to ’ wagon ‘VEKX 212 R’.

VFKX 62

17.08.1990 Reclassified from wagon ‘VFKX 62 W’ to ’ wagon ‘VKKX 62 J’.

VFKX 66

19.09.1990 Reclassified from wagon ‘VFKX 66 M’ to ’ wagon ‘VKKX 66 W’.

VFKX 67

25.07.1990 Reclassified from wagon ‘VFKX 67 V’ to ’ wagon ‘VQKX 8 E’.

VFKX 68

03.03.1992 Reclassified from wagon ‘VFKX 68 H’ to ’ wagon ‘VEKX 208 R’.

VFKX 69

03.09.1990 Reclassified from wagon ‘VFKX 69 Q’ to ’ wagon ‘VKKX 69 D’.

VFKX 72

19.08.1990 Reclassified from wagon ‘VFKX 72 H’ to ’ wagon ‘VKKX 72 R’.

VFKX 73

03.03.1992 Reclassified from wagon ‘VFKX 73 Q’ to ’ wagon ‘VEKX 202 J’.

VFKX 74

03.03.1992 Reclassified from wagon ‘VFKX 74 C’ to ’ wagon ‘VEKX 218 C’.

VFKX 75

09.07.1990 Reclassified from wagon ‘VFKX 75 L’ to ’ wagon ‘VQKX 6 J’.

2.811 Wagon classification starting with ‘VFL’

VFLX 3

14.07.1988 Reclassified from wagon ‘VFLX 3 J’ to ’ wagon ‘VQLX 3 X’.

VFLX 10

14.07.1988 Reclassified from wagon ‘VFLX 10 N’ to ’ wagon ‘VQLX 10 M’.
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VFLX 11

14.07.1988 Reclassified from wagon ‘VFLX 11 W’ to ’ wagon ‘VQLX 11 V’.

VFLX 12

14.07.1988 Reclassified from wagon ‘VFLX 12 X’ to ’ wagon ‘VQLX 12 H’.

VFLX 13

06.12.1988 Reclassified from wagon ‘VFLX 13 R’ to ’ wagon ‘VQLX 13 Q’.

VFLX 14

14.07.1988 Reclassified from wagon ‘VFLX 14 D’ to ’ wagon ‘VQLX 14 C’.

VFLX 15

14.07.1988 Reclassified from wagon ‘VFLX 15 M’ to ’ wagon ‘VQLX 15 L’.

VFLX 19

12.08.1988 Reclassified from wagon ‘VFLX 19 C’ to ’ wagon ‘VQLX 19 B’.

VFLX 20

08.05.1989 Reclassified from wagon ‘VFLX 20 V’ to ’ wagon ‘VQLX 20 U’.

VFLX 23

14.07.1988 Reclassified from wagon ‘VFLX 23 C’ to ’ wagon ‘VQLX 23 B’.

VFLX 24

14.07.1988 Reclassified from wagon ‘VFLX 24 L’ to ’ wagon ‘VQLX 24 K’.

VFLX 31

28.07.1988 Reclassified from wagon ‘VFLX 31 P’ to ’ wagon ‘VQLX 31 Y’.

VFLX 32

14.07.1988 Reclassified from wagon ‘VFLX 32 B’ to ’ wagon ‘VQLX 32 A’.

VFLX 33

14.07.1988 Reclassified from wagon ‘VFLX 33 K’ to ’ wagon ‘VQLX 33 J’.

VFLX 35

14.07.1988 Reclassified from wagon ‘VFLX 35 F’ to ’ wagon ‘VQLX 35 E’.

20680



2.811. Wagon classification starting with ‘VFL’

VFLX 40

14.07.1988 Reclassified from wagon ‘VFLX 40 Y’ to ’ wagon ‘VQLX 40 N’.

VFLX 43

16.08.1988 Reclassified from wagon ‘VFLX 43 S’ to ’ wagon ‘VQLX 43 R’.

VFLX 44

14.07.1988 Reclassified from wagon ‘VFLX 44 E’ to ’ wagon ‘VQLX 44 D’.

VFLX 46

14.07.1988 Reclassified from wagon ‘VFLX 46 W’ to ’ wagon ‘VQLX 46 V’.

VFLX 47

14.12.1988 Reclassified from wagon ‘VFLX 47 X’ to ’ wagon ‘VQLX 47 H’.

VFLX 48

14.07.1988 Reclassified from wagon ‘VFLX 48 R’ to ’ wagon ‘VQLX 48 Q’.

VFLX 51

14.07.1988 Reclassified from wagon ‘VFLX 51 X’ to ’ wagon ‘VQLX 51 H’.

VFLX 52

14.07.1988 Reclassified from wagon ‘VFLX 52 R’ to ’ wagon ‘VQLX 52 Q’.

VFLX 58

14.07.1988 Reclassified from wagon ‘VFLX 58 C’ to ’ wagon ‘VQLX 58 B’.

VFLX 59

24.01.1989 Reclassified from wagon ‘VFLX 59 L’ to ’ wagon ‘VQLX 59 K’.

VFLX 60

14.07.1988 Reclassified from wagon ‘VFLX 60 H’ to ’ wagon ‘VQLX 60 G’.

VFLX 61

14.07.1988 Reclassified from wagon ‘VFLX 61 Q’ to ’ wagon ‘VQLX 61 P’.

VFLX 63

25.11.1988 Reclassified from wagon ‘VFLX 63 L’ to ’ wagon ‘VQLX 63 K’.
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VFLX 65

04.01.1989 Reclassified from wagon ‘VFLX 65 G’ to ’ wagon ‘VQLX 65 F’.

VFLX 66

14.07.1988 Reclassified from wagon ‘VFLX 66 P’ to ’ wagon ‘VQLX 66 Y’.

VFLX 67

14.07.1988 Reclassified from wagon ‘VFLX 67 B’ to ’ wagon ‘VQLX 67 A’.

VFLX 68

14.07.1988 Reclassified from wagon ‘VFLX 68 K’ to ’ wagon ‘VQLX 68 J’.

VFLX 69

14.07.1988 Reclassified from wagon ‘VFLX 69 T’ to ’ wagon ‘VQLX 69 S’.

VFLX 70

14.11.1988 Reclassified from wagon ‘VFLX 70 P’ to ’ wagon ‘VQLX 70 Y’.

VFLX 71

27.06.1988 Reclassified from wagon ‘VFLX 71 B’ to ’ wagon ‘VQLX 71 A’.

VFLX 72

14.07.1988 Reclassified from wagon ‘VFLX 72 K’ to ’ wagon ‘VQLX 72 J’.

VFLX 73

14.07.1988 Reclassified from wagon ‘VFLX 73 T’ to ’ wagon ‘VQLX 73 S’.

VFLX 74

14.07.1988 Reclassified from wagon ‘VFLX 74 F’ to ’ wagon ‘VQLX 74 E’.

VFLX 77

23.11.1988 Reclassified from wagon ‘VFLX 77 J’ to ’ wagon ‘VQLX 77 X’.

VFLX 78

14.07.1988 Reclassified from wagon ‘VFLX 78 S’ to ’ wagon ‘VQLX 78 R’.

VFLX 82

14.07.1988 Reclassified from wagon ‘VFLX 82 S’ to ’ wagon ‘VQLX 82 R’.
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VFLX 84

14.07.1988 Reclassified from wagon ‘VFLX 84 N’ to ’ wagon ‘VQLX 84 M’.

VFLX 85

14.07.1988 Reclassified from wagon ‘VFLX 85 W’ to ’ wagon ‘VQLX 85 V’.

VFLX 88

14.07.1988 Reclassified from wagon ‘VFLX 88 D’ to ’ wagon ‘VQLX 88 C’.

VFLX 93

14.07.1988 Reclassified from wagon ‘VFLX 93 M’ to ’ wagon ‘VQLX 93 L’.

VFLX 94

Details: wagon ‘VFLX 94 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 20.7m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GENERAL
Remarks: NON CONTAINER FLAT
BSG Code: VXFZ

Capacity of 50 tonnes

VFLX 95

14.07.1988 Reclassified from wagon ‘VFLX 95 H’ to ’ wagon ‘VQLX 95 G’.

VFLX 99

21.11.1988 Reclassified from wagon ‘VFLX 99 U’ to ’ wagon ‘VQLX 99 T’.

VFLX 101

08.08.1988 Reclassified from wagon ‘VFLX 101 V’ to ’ wagon ‘VQLX 101 U’.
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VFLX 110

14.07.1988 Reclassified from wagon ‘VFLX 110 U’ to ’ wagon ‘VQLX 110 T’.

VFLX 112

24.01.1989 Reclassified from wagon ‘VFLX 112 P’ to ’ wagon ‘VQLX 87 Q’.

VFLX 120

24.01.1989 Reclassified from wagon ‘VFLX 120 F’ to ’ wagon ‘VQLX 90 H’.

VFLX 121

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 103 T’
15.05.1991 Reclassified from wagon ‘VFLX 121 Y’ to ’ wagon ‘VQLX 121 N’.

VFLX 125

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 107 J’
09.05.1991 Reclassified from wagon ‘VFLX 125 E’ to ’ wagon ‘VQLX 125 D’.

VFLX 130

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 112 S’

VFLX 136

10.05.1991 Reclassified from wagon ‘VFLX 136 V’ to ’ wagon ‘VQLX 136 U’.

VFLY 8

Details: wagon ‘VFLY 8 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 50 tonnes

2.812 Wagon classification starting with ‘VFM’

VFMX 101

Details: wagon ‘VFMX 101 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFMX 102

26.04.1991 Reclassified from wagon ‘VFMX 102 K’ to ’ wagon ‘VQLX 120 E’.

VFMX 103

04.11.1989 Repair ‘WHEEL SET’.
26.04.1991 Reclassified from wagon ‘VFMX 103 T’ to ’ wagon ‘VFLX 121 Y’.

VFMX 104

Details: wagon ‘VFMX 104 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ
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VFMX 105

21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘WHEEL SET’.
26.04.1991 Reclassified from wagon ‘VFMX 105 Y’ to ’ wagon ‘VQLX 123 X’.

VFMX 106

Details: wagon ‘VFMX 106 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFMX 107

26.04.1991 Reclassified from wagon ‘VFMX 107 J’ to ’ wagon ‘VFLX 125 E’.

VFMX 108

Details: wagon ‘VFMX 108 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFMX 109

29.07.1991 Reclassified from wagon ‘VFMX 109 E’ to ’ wagon ‘VQLX 127 V’.

VFMX 110

02.08.1991 Reclassified from wagon ‘VFMX 110 A’ to ’ wagon ‘VQLX 128 H’.
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VFMX 111

Details: wagon ‘VFMX 111 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

09.07.1989 Repair ‘STEP’.
16.08.1989 Repair ‘STEP’.
16.10.1989 Repair ‘END HOSE’.
16.10.1989 Repair ‘STEP’.
04.11.1989 Repair ‘WHEEL SET’.

VFMX 112

06.10.1989 Repair ‘HANDRAILS’.
26.04.1991 Reclassified from wagon ‘VFMX 112 S’ to ’ wagon ‘VFLX 130 N’.

VFMX 113

11.11.1989 Repair ‘STEP’.
12.06.1991 Reclassified from wagon ‘VFMX 113 E’ to ’ wagon ‘VQLX 131 V’.

VFMX 114

Details: wagon ‘VFMX 114 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ
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2.813 Wagon classification starting with ‘VFN’

VFNX 1

Details: wagon ‘VFNX 1 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFNX 6

Details: wagon ‘VFNX 6 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFNX 8

Details: wagon ‘VFNX 8 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

20688



2.813. Wagon classification starting with ‘VFN’

VFNX 9

Details: wagon ‘VFNX 9 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 14

Details: wagon ‘VFNX 14 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 17

Details: wagon ‘VFNX 17 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFNX 18

Details: wagon ‘VFNX 18 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 80 tonnes

VFNX 23

Details: wagon ‘VFNX 23 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 80 tonnes

VFNX 24

Details: wagon ‘VFNX 24 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
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Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 25

Details: wagon ‘VFNX 25 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 26

19.09.1990 Reclassified from wagon ‘VFNX 26 M’ to ’ wagon ‘VFNX 126 T’.

VFNX 31

Details: wagon ‘VFNX 31 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE

20691



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
Wagon Width: 2514mm
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 35

Details: wagon ‘VFNX 35 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 122

Details: wagon ‘VFNX 122 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 124

Details: wagon ‘VFNX 124 B’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 126

Details: wagon ‘VFNX 126 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFNX 26M
BSG Code: VXFZ

Capacity of 70 tonnes

19.09.1990 Repair ‘VEHICLE RENUMBERED’.
19.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFNX 26 M’

VFNX 128

Details: wagon ‘VFNX 128 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 129

Details: wagon ‘VFNX 129 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 130

Details: wagon ‘VFNX 130 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

20694



2.813. Wagon classification starting with ‘VFN’

VFNX 131

Details: wagon ‘VFNX 131 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 133

Details: wagon ‘VFNX 133 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 136

Details: wagon ‘VFNX 136 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 140

Details: wagon ‘VFNX 140 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 141

Details: wagon ‘VFNX 141 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXZF

Capacity of 47 tonnes
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VFNX 142

Details: wagon ‘VFNX 142 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 70 tonnes

VFNX 143

Details: wagon ‘VFNX 143 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 144

Details: wagon ‘VFNX 144 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 146

Details: wagon ‘VFNX 146 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 147

Details: wagon ‘VFNX 147 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes
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VFNX 148

Details: wagon ‘VFNX 148 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 149

Details: wagon ‘VFNX 149 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 47 tonnes

VFNX 150

Details: wagon ‘VFNX 150 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

Capacity of 47 tonnes

06.02.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.

2.814 Wagon classification starting with ‘VFP’

VFPX 2

Details: wagon ‘VFPX 2 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 05.08.1993
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFNX 145 D
BSG Code: VXFZ

Capacity of 47 tonnes

2.815 Wagon classification starting with ‘VFR’

VFRX 301

Details: wagon ‘VFRX 301 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXFZ

VFRX 311

Details: wagon ‘VFRX 311 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFRX 312

Details: wagon ‘VFRX 312 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

VFRX 318

Details: wagon ‘VFRX 318 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ
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VFRX 320

04.04.1992 Reclassified from wagon ‘VFRX 320 Y’ to ’ wagon ‘VZRX 320 X’.

VFRX 321

Details: wagon ‘VFRX 321 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

2.816 Wagon classification starting with ‘VFS’

VFSX 1

10.06.1987 Reclassified from wagon ‘VFSX 1 M’ to ’ wagon ‘VCSX 1 G’.

VFSX 2

03.07.1987 Reclassified from wagon ‘VFSX 2 V’ to ’ wagon ‘VCSX 2 P’.

VFSX 3

24.11.1988 Reclassified from wagon ‘VFSX 3 H’ to ’ wagon ‘VCSX 3 B’.

VFSX 4

15.07.1987 Reclassified from wagon ‘VFSX 4 Q’ to ’ wagon ‘VCSX 4 K’.

VFSX 5

08.07.1987 Reclassified from wagon ‘VFSX 5 C’ to ’ wagon ‘VCSX 5 T’.

VFSX 6

03.07.1987 Reclassified from wagon ‘VFSX 6 L’ to ’ wagon ‘VCSX 6 F’.

VFSX 7

30.06.1988 Reclassified from wagon ‘VFSX 7 U’ to ’ wagon ‘VCSX 7 Y’.
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2.816. Wagon classification starting with ‘VFS’

VFSX 8

27.11.1987 Reclassified from wagon ‘VFSX 8 G’ to ’ wagon ‘VCSX 8 A’.

VFSX 9

11.05.1987 Reclassified from wagon ‘VFSX 9 P’ to ’ wagon ‘VCSX 9 J’.

VFSX 10

10.06.1987 Reclassified from wagon ‘VFSX 10 L’ to ’ wagon ‘VCSX 10 F’.

VFSX 11

01.06.1987 Reclassified from wagon ‘VFSX 11 U’ to ’ wagon ‘VCSX 11 Y’.

VFSX 12

11.06.1987 Reclassified from wagon ‘VFSX 12 G’ to ’ wagon ‘VCSX 12 A’.

VFSX 13

03.07.1987 Reclassified from wagon ‘VFSX 13 P’ to ’ wagon ‘VCSX 13 J’.

VFSX 14

18.06.1987 Reclassified from wagon ‘VFSX 14 B’ to ’ wagon ‘VCSX 14 S’.

VFSX 15

17.08.1987 Reclassified from wagon ‘VFSX 15 K’ to ’ wagon ‘VCSX 15 E’.

VFSX 16

11.05.1987 Reclassified from wagon ‘VFSX 16 T’ to ’ wagon ‘VCSX 16 N’.

VFSX 17

21.05.1987 Reclassified from wagon ‘VFSX 17 F’ to ’ wagon ‘VCSX 17 W’.

VFSX 18

02.06.1987 Reclassified from wagon ‘VFSX 18 Y’ to ’ wagon ‘VCSX 18 X’.

VFSX 19

08.07.1987 Reclassified from wagon ‘VFSX 19 A’ to ’ wagon ‘VCSX 19 R’.

VFSX 20

03.07.1987 Reclassified from wagon ‘VFSX 20 T’ to ’ wagon ‘VCSX 20 N’.
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2. TIMS GROUP INFORMATION - WAGONS

VFSX 21

02.06.1987 Reclassified from wagon ‘VFSX 21 F’ to ’ wagon ‘VCSX 21 W’.

VFSX 22

29.06.1987 Reclassified from wagon ‘VFSX 22 Y’ to ’ wagon ‘VCSX 22 X’.

VFSX 23

10.06.1987 Reclassified from wagon ‘VFSX 23 A’ to ’ wagon ‘VCSX 23 R’.

VFSX 24

10.06.1987 Reclassified from wagon ‘VFSX 24 J’ to ’ wagon ‘VCSX 24 D’.

VFSX 25

10.06.1987 Reclassified from wagon ‘VFSX 25 S’ to ’ wagon ‘VCSX 25 M’.

VFSX 26

10.06.1987 Reclassified from wagon ‘VFSX 26 E’ to ’ wagon ‘VCSX 26 V’.

VFSX 27

15.07.1987 Reclassified from wagon ‘VFSX 27 N’ to ’ wagon ‘VCSX 27 H’.

VFSX 28

21.05.1987 Reclassified from wagon ‘VFSX 28 W’ to ’ wagon ‘VCSX 28 Q’.

VFSX 29

10.07.1987 Reclassified from wagon ‘VFSX 29 X’ to ’ wagon ‘VCSX 29 C’.

VFSX 30

11.06.1987 Reclassified from wagon ‘VFSX 30 E’ to ’ wagon ‘VCSX 30 V’.

VFSX 31

26.11.1987 Reclassified from wagon ‘VFSX 31 N’ to ’ wagon ‘VCSX 31 H’.

VFSX 32

02.06.1987 Reclassified from wagon ‘VFSX 32 W’ to ’ wagon ‘VCSX 32 Q’.

VFSX 33

11.05.1987 Reclassified from wagon ‘VFSX 33 X’ to ’ wagon ‘VCSX 33 C’.
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2.816. Wagon classification starting with ‘VFS’

VFSX 34

07.12.1987 Reclassified from wagon ‘VFSX 34 R’ to ’ wagon ‘VCSX 34 L’.

VFSX 35

21.09.1987 Reclassified from wagon ‘VFSX 35 D’ to ’ wagon ‘VCSX 35 U’.

VFSX 36

10.06.1987 Reclassified from wagon ‘VFSX 36 M’ to ’ wagon ‘VCSX 36 G’.

VFSX 37

13.07.1987 Reclassified from wagon ‘VFSX 37 V’ to ’ wagon ‘VCSX 37 P’.

VFSX 38

10.06.1987 Reclassified from wagon ‘VFSX 38 H’ to ’ wagon ‘VCSX 38 B’.

VFSX 39

24.11.1988 Reclassified from wagon ‘VFSX 39 Q’ to ’ wagon ‘VCSX 39 K’.

VFSX 40

11.06.1987 Reclassified from wagon ‘VFSX 40 M’ to ’ wagon ‘VCSX 40 G’.

VFSX 41

24.11.1988 Reclassified from wagon ‘VFSX 41 V’ to ’ wagon ‘VCSX 41 P’.

VFSX 42

15.07.1987 Reclassified from wagon ‘VFSX 42 H’ to ’ wagon ‘VCSX 42 B’.

VFSX 43

15.07.1987 Reclassified from wagon ‘VFSX 43 Q’ to ’ wagon ‘VCSX 43 K’.

VFSX 44

11.06.1987 Reclassified from wagon ‘VFSX 44 C’ to ’ wagon ‘VCSX 44 T’.

VFSX 45

29.06.1987 Reclassified from wagon ‘VFSX 45 L’ to ’ wagon ‘VCSX 45 F’.

VFSX 46

21.05.1987 Reclassified from wagon ‘VFSX 46 U’ to ’ wagon ‘VCSX 46 Y’.
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VFSX 47

11.06.1987 Reclassified from wagon ‘VFSX 47 G’ to ’ wagon ‘VCSX 47 A’.

VFSX 48

15.07.1987 Reclassified from wagon ‘VFSX 48 P’ to ’ wagon ‘VCSX 48 J’.

VFSX 49

11.06.1987 Reclassified from wagon ‘VFSX 49 B’ to ’ wagon ‘VCSX 49 S’.

VFSX 51

15.07.1987 Reclassified from wagon ‘VFSX 51 G’ to ’ wagon ‘VCSX 51 A’.

VFSX 52

11.06.1987 Reclassified from wagon ‘VFSX 52 P’ to ’ wagon ‘VCSX 52 J’.

VFSX 53

15.07.1987 Reclassified from wagon ‘VFSX 53 B’ to ’ wagon ‘VCSX 53 S’.

VFSX 54

02.06.1987 Reclassified from wagon ‘VFSX 54 K’ to ’ wagon ‘VCSX 54 E’.

VFSX 55

24.11.1987 Reclassified from wagon ‘VFSX 55 T’ to ’ wagon ‘VCSX 55 N’.

VFSX 56

15.07.1987 Reclassified from wagon ‘VFSX 56 F’ to ’ wagon ‘VCSX 56 W’.

VFSX 57

25.06.1987 Reclassified from wagon ‘VFSX 57 Y’ to ’ wagon ‘VCSX 57 X’.

VFSX 58

25.06.1987 Reclassified from wagon ‘VFSX 58 A’ to ’ wagon ‘VCSX 58 R’.

VFSX 59

07.09.1987 Reclassified from wagon ‘VFSX 59 J’ to ’ wagon ‘VCSX 59 D’.

VFSX 60

11.06.1987 Reclassified from wagon ‘VFSX 60 F’ to ’ wagon ‘VCSX 60 W’.
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2.816. Wagon classification starting with ‘VFS’

VFSX 61

13.07.1987 Reclassified from wagon ‘VFSX 61 Y’ to ’ wagon ‘VCSX 61 X’.

VFSX 62

22.07.1987 Reclassified from wagon ‘VFSX 62 A’ to ’ wagon ‘VCSX 62 R’.

VFSX 63

11.06.1987 Reclassified from wagon ‘VFSX 63 J’ to ’ wagon ‘VCSX 63 D’.

VFSX 64

18.06.1987 Reclassified from wagon ‘VFSX 64 S’ to ’ wagon ‘VCSX 64 M’.

VFSX 65

21.05.1987 Reclassified from wagon ‘VFSX 65 E’ to ’ wagon ‘VCSX 65 V’.

VFSX 66

12.06.1987 Reclassified from wagon ‘VFSX 66 N’ to ’ wagon ‘VCSX 66 H’.

VFSX 67

21.05.1987 Reclassified from wagon ‘VFSX 67 W’ to ’ wagon ‘VCSX 67 Q’.

VFSX 68

17.08.1987 Reclassified from wagon ‘VFSX 68 X’ to ’ wagon ‘VCSX 68 C’.

VFSX 69

21.05.1987 Reclassified from wagon ‘VFSX 69 R’ to ’ wagon ‘VCSX 69 L’.

VFSX 70

17.08.1987 Reclassified from wagon ‘VFSX 70 N’ to ’ wagon ‘VCSX 70 H’.

VFSX 71

30.12.1987 Reclassified from wagon ‘VFSX 71 W’ to ’ wagon ‘VCSX 71 Q’.

VFSX 72

26.04.1988 Reclassified from wagon ‘VFSX 72 X’ to ’ wagon ‘VCSX 72 C’.

VFSX 73

02.06.1987 Reclassified from wagon ‘VFSX 73 R’ to ’ wagon ‘VCSX 73 L’.
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VFSX 74

02.09.1987 Reclassified from wagon ‘VFSX 74 D’ to ’ wagon ‘VCSX 74 U’.

VFSX 75

02.06.1987 Reclassified from wagon ‘VFSX 75 M’ to ’ wagon ‘VCSX 75 G’.

VFSX 76

10.07.1987 Reclassified from wagon ‘VFSX 76 V’ to ’ wagon ‘VCSX 76 P’.

VFSX 77

21.05.1987 Reclassified from wagon ‘VFSX 77 H’ to ’ wagon ‘VCSX 77 B’.

VFSX 78

15.06.1987 Reclassified from wagon ‘VFSX 78 Q’ to ’ wagon ‘VCSX 78 K’.

VFSX 79

02.06.1987 Reclassified from wagon ‘VFSX 79 C’ to ’ wagon ‘VCSX 79 T’.

VFSX 80

24.11.1988 Reclassified from wagon ‘VFSX 80 V’ to ’ wagon ‘VCSX 80 P’.

VFSX 82

11.05.1987 Reclassified from wagon ‘VFSX 82 Q’ to ’ wagon ‘VCSX 82 K’.

VFSX 83

21.05.1987 Reclassified from wagon ‘VFSX 83 C’ to ’ wagon ‘VCSX 83 T’.

VFSX 84

13.07.1987 Reclassified from wagon ‘VFSX 84 L’ to ’ wagon ‘VCSX 84 F’.

VFSX 85

01.07.1988 Reclassified from wagon ‘VFSX 85 U’ to ’ wagon ‘VCSX 85 Y’.

VFSX 87

15.11.1988 Reclassified from wagon ‘VFSX 87 P’ to ’ wagon ‘VCSX 87 J’.

VFSX 88

21.05.1987 Reclassified from wagon ‘VFSX 88 B’ to ’ wagon ‘VCSX 88 S’.
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2.817. Wagon classification starting with ‘VFT’

VFSX 89

21.05.1987 Reclassified from wagon ‘VFSX 89 K’ to ’ wagon ‘VCSX 89 E’.

VFSX 90

21.05.1987 Reclassified from wagon ‘VFSX 90 G’ to ’ wagon ‘VCSX 90 A’.

2.817 Wagon classification starting with ‘VFT’

VFTX 1

Details: wagon ‘VFTX 1 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 45 tonnes

VFTX 7

09.12.1989 Repair ‘END HOSE’.
09.12.1989 Repair ‘VEHICLE RECLASSIFY’.
09.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VCVX 7 A’
03.07.1991 Reclassified from wagon ‘VFTX 7 A’ to ’ wagon ‘VQLX 118 W’.

VFTX 17

Details: wagon ‘VFTX 17 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXFZ

Capacity of 45 tonnes

2.818 Wagon classification starting with ‘VGA’

VGA 37

25.07.1986 Reclassified from wagon ‘VGA 37 L’ to ’ wagon ‘PGA 37 F’.

VGA 78

Details: wagon ‘VGA 78 G’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 08.04.1914
Operating System: AN
Intended Use: GENERAL
Remarks: CCE MOBILE POWER PLANT VAN
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 01.10.1982
Last Lift: 02.03.1977

12.10.1988 Alteration ‘RECLASSIFY ‘VGA 78’ TO ‘PGA 78A’ - REFER RS4237. ’ ‘VGA 96
’ ‘PGA 96V’ ’ ’ (RS3100)’. New class: ‘PGA’.

VGA 96

Details: wagon ‘VGA 96 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
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2.819. Wagon classification starting with ‘VHA’

Length Over Headstocks: 10.1m
Tare Weight: 26.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $51800
Diagram Book Page No.: NS 337
Date Built: 29.06.1914
Operating System: AN
Intended Use: GENERAL
Remarks: CCE MOBILE POWER PLANT VAN
BSG Code: DSZZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PZ PB
Return to Service Date: 24.11.1992
Due Triple Valve: 29.06.1989
Last Brake Cylinder: 29.06.1988
Last Single Car Test: 25.11.1992
Last Lift: 01.09.1976

12.10.1988 Alteration ‘RECLASSIFY ‘VGA 78’ TO ‘PGA 78A’ - REFER RS4237. ’ ‘VGA 96
’ ‘PGA 96V’ ’ ’ (RS3100)’. New class: ‘PGA’.

06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘END BRAKE COCK’.
06.04.1990 Repair ‘END HOSE’.
06.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.04.1990 Repair ‘TRAIN PIPE (END)’.
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRAKE PULL ROD’.

2.819 Wagon classification starting with ‘VHA’

VHAF 503

25.06.1991 Reclassified from wagon ‘VHAF 503 M’ to ’ wagon ‘VHGF 503 H’.

VHAF 505

Details: wagon ‘VHAF 505 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHAY 505
BSG Code: VBHZ

Capacity of 53 tonnes

VHAF 506

Details: wagon ‘VHAF 506 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: SODA ASH
Remarks: EX VHAY 506 A
BSG Code: VBHS

Capacity of 53 tonnes

VHAF 507

Details: wagon ‘VHAF 507 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: SODA ASH
Remarks: EX VHAY 507 J
BSG Code: VBHS

Capacity of 53 tonnes
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2.819. Wagon classification starting with ‘VHA’

VHAF 509

Details: wagon ‘VHAF 509 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: SODA ASH
Remarks: EX VHAY 509 E
BSG Code: VBHS

Capacity of 53 tonnes

VHAY 501

09.03.1989 Reclassified from wagon ‘VHAY 501 B’ to ’ wagon ‘VHAF 501 R’.

VHAY 502

08.08.1988 Reclassified from wagon ‘VHAY 502 K’ to ’ wagon ‘VHAF 502 D’.

VHAY 503

10.03.1989 Reclassified from wagon ‘VHAY 503 T’ to ’ wagon ‘VHAF 503 M’.

VHAY 504

15.09.1988 Reclassified from wagon ‘VHAY 504 F’ to ’ wagon ‘VHAF 504 V’.

VHAY 505

24.10.1988 Reclassified from wagon ‘VHAY 505 Y’ to ’ wagon ‘VHAF 505 H’.

VHAY 506

10.03.1989 Reclassified from wagon ‘VHAY 506 A’ to ’ wagon ‘VHAF 506 Q’.

VHAY 507

09.03.1989 Reclassified from wagon ‘VHAY 507 J’ to ’ wagon ‘VHAF 507 C’.
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VHAY 508

07.06.1989 Reclassified from wagon ‘VHAY 508 S’ to ’ wagon ‘VHAF 508 L’.

VHAY 509

10.03.1989 Reclassified from wagon ‘VHAY 509 E’ to ’ wagon ‘VHAF 509 U’.

VHAY 510

15.06.1988 Reclassified from wagon ‘VHAY 510 A’ to ’ wagon ‘VHAF 510 Q’.

2.820 Wagon classification starting with ‘VHC’

VHCX 101

20.07.1994 Reclassified from wagon ‘VHCX 101 V’ to ’ wagon ‘VHQF 204 C’.

VHCX 102

Details: wagon ‘VHCX 102 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 103

20.07.1994 Reclassified from wagon ‘VHCX 103 Q’ to ’ wagon ‘VHQF 203 Q’.

VHCX 104

Details: wagon ‘VHCX 104 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.820. Wagon classification starting with ‘VHC’

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

07.11.1989 Repair ‘BRANCH PIPE’.

VHCX 105

Details: wagon ‘VHCX 105 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 106

Details: wagon ‘VHCX 106 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 107

Details: wagon ‘VHCX 107 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 108

Details: wagon ‘VHCX 108 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 109

20.07.1994 Reclassified from wagon ‘VHCX 109 B’ to ’ wagon ‘VHQF 207 G’.

VHCX 110

Details: wagon ‘VHCX 110 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 111

Details: wagon ‘VHCX 111 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
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2.820. Wagon classification starting with ‘VHC’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 112

Details: wagon ‘VHCX 112 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 113

Details: wagon ‘VHCX 113 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 114

Details: wagon ‘VHCX 114 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 115

Details: wagon ‘VHCX 115 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 116

Details: wagon ‘VHCX 116 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 117

Details: wagon ‘VHCX 117 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2.820. Wagon classification starting with ‘VHC’

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 118

Details: wagon ‘VHCX 118 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 119

Details: wagon ‘VHCX 119 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 120

Details: wagon ‘VHCX 120 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 121

Details: wagon ‘VHCX 121 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 122

Details: wagon ‘VHCX 122 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 123

28.03.1991 Reclassified from wagon ‘VHCX 123 J’ to ’ wagon ‘VHFX 123 S’.

VHCX 124

Details: wagon ‘VHCX 124 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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2.820. Wagon classification starting with ‘VHC’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 125

28.06.1994 Reclassified from wagon ‘VHCX 125 E’ to ’ wagon ‘VHQF 225 E’.

VHCX 126

27.06.1994 Reclassified from wagon ‘VHCX 126 N’ to ’ wagon ‘VHQF 206 U’.

VHCX 127

Details: wagon ‘VHCX 127 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VHCX 128

21.12.1990 Reclassified from wagon ‘VHCX 128 X’ to ’ wagon ‘VPCX 128 B’.

VHCX 129

11.07.1994 Reclassified from wagon ‘VHCX 129 R’ to ’ wagon ‘VHQF 209 B’.

VHCX 130

11.07.1994 Reclassified from wagon ‘VHCX 130 N’ to ’ wagon ‘VHQF 210 U’.

VHCX 132

Details: wagon ‘VHCX 132 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CEMENT
BSG Code: VXPC

Capacity of 54 tonnes

VHCX 133

Details: wagon ‘VHCX 133 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CEMENT
BSG Code: VXPC

Capacity of 54 tonnes

VHCX 134

Details: wagon ‘VHCX 134 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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VHCX 135

Details: wagon ‘VHCX 135 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

2.821 Wagon classification starting with ‘VHD’

VHDX 201

08.03.1990 Reclassified from wagon ‘VHDX 201 X’ to ’ wagon ‘VHQF 201 V’.

VHDX 202

Details: wagon ‘VHDX 202 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 202 Y
Wagon Width: 2969mm
Wagon Height: 4140mm
BSG Code: VBHZ

Capacity of 54 tonnes

VHDX 203

Details: wagon ‘VHDX 203 D’ in AN ‘Mainland Division’.

Owner: V/LINE

20723



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 203
BSG Code: VXHZ

Capacity of 54 tonnes

VHDX 204

Details: wagon ‘VHDX 204 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 204
BSG Code: VXHZ

Capacity of 54 tonnes

VHDX 205

Details: wagon ‘VHDX 205 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GENERAL
Remarks: EX VHDY 205 C
BSG Code: VXHZ

Capacity of 54 tonnes

VHDX 206

Details: wagon ‘VHDX 206 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2969mm
Wagon Height: 4140mm
BSG Code: VXHZ

Capacity of 54 tonnes

VHDX 207

Details: wagon ‘VHDX 207 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 207
BSG Code: VXHZ

Capacity of 54 tonnes
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VHDX 208

Details: wagon ‘VHDX 208 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 208 G
BSG Code: VXHZ

Capacity of 54 tonnes

VHDX 209

Details: wagon ‘VHDX 209 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 209
BSG Code: VXHZ

Capacity of 54 tonnes

VHDX 210

Details: wagon ‘VHDX 210 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHDY 210 L
BSG Code: VXHZ

Capacity of 54 tonnes

VHDY 201

08.12.1987 Reclassified from wagon ‘VHDY 201 M’ to ’ wagon ‘VHDX 201 X’.

VHDY 202

20.01.1989 Reclassified from wagon ‘VHDY 202 V’ to ’ wagon ‘VHDX 202 R’.

VHDY 203

17.12.1987 Reclassified from wagon ‘VHDY 203 H’ to ’ wagon ‘VHDX 203 D’.

VHDY 204

19.05.1988 Reclassified from wagon ‘VHDY 204 Q’ to ’ wagon ‘VHDX 204 M’.

VHDY 205

06.03.1989 Reclassified from wagon ‘VHDY 205 C’ to ’ wagon ‘VHDX 205 V’.

VHDY 206

16.03.1988 Reclassified from wagon ‘VHDY 206 L’ to ’ wagon ‘VHDX 206 H’.

VHDY 207

27.04.1988 Reclassified from wagon ‘VHDY 207 U’ to ’ wagon ‘VHDX 207 Q’.

VHDY 208

14.03.1989 Reclassified from wagon ‘VHDY 208 G’ to ’ wagon ‘VHDX 208 C’.

VHDY 209

08.12.1987 Reclassified from wagon ‘VHDY 209 P’ to ’ wagon ‘VHDX 209 L’.

VHDY 210

14.03.1989 Reclassified from wagon ‘VHDY 210 L’ to ’ wagon ‘VHDX 210 H’.
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2.822 Wagon classification starting with ‘VHE’

VHEF 701

Details: wagon ‘VHEF 701 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 701 E
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 702

Details: wagon ‘VHEF 702 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 702
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 703

Details: wagon ‘VHEF 703 P’ in AN ‘Mainland Division’.

Owner: V/LINEV
Operator: C
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Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 703
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 704

Details: wagon ‘VHEF 704 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 704 X
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 705

Details: wagon ‘VHEF 705 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 706

16.03.1995 Reclassified from wagon ‘VHEF 706 T’ to ’ wagon ‘VHHX 706 X’.

VHEF 707

Details: wagon ‘VHEF 707 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 707
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 708

Details: wagon ‘VHEF 708 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 54 tonnes
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VHEF 709

Details: wagon ‘VHEF 709 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 710

Details: wagon ‘VHEF 710 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 710
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 711

Details: wagon ‘VHEF 711 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 711 M
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 712

Details: wagon ‘VHEF 712 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 712 V
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 713

Details: wagon ‘VHEF 713 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: RECLASSIFIED FROM VHEY713
Wagon Width: 1mm
BSG Code: VBHZ
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Capacity of 54 tonnes

VHEF 714

Details: wagon ‘VHEF 714 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 714
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 715

Details: wagon ‘VHEF 715 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 715 C
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 716

Details: wagon ‘VHEF 716 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 716 L
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 717

Details: wagon ‘VHEF 717 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 717 U
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 718

Details: wagon ‘VHEF 718 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX VHEY 718 G
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 719

Details: wagon ‘VHEF 719 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 719 P
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 720

Details: wagon ‘VHEF 720 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 720 L
BSG Code: VBHZ

Capacity of 54 tonnes
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VHEF 721

Details: wagon ‘VHEF 721 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 721 U
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 722

Details: wagon ‘VHEF 722 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 722 G
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 723

Details: wagon ‘VHEF 723 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 723
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 724

Details: wagon ‘VHEF 724 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 724 B
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 725

Details: wagon ‘VHEF 725 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 725 K
BSG Code: VBHZ
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Capacity of 54 tonnes

VHEF 726

Details: wagon ‘VHEF 726 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 726 T
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 727

Details: wagon ‘VHEF 727 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 727 F
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 728

Details: wagon ‘VHEF 728 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BRIQUETTES
BSG Code: VBHZ

Capacity of 54 tonnes

10.05.1991 Reclassified from wagon ‘VHEF 728 H’ to ’ wagon ‘VHHX 728 T’.

VHEF 729

Details: wagon ‘VHEF 729 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 729 A
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 730

Details: wagon ‘VHEF 730 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
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Intended Use: GENERAL
Remarks: EX VHEY 730 T
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 731

Details: wagon ‘VHEF 731 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 731
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 732

Details: wagon ‘VHEF 732 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 732 Y
BSG Code: VBHZ

Capacity of 54 tonnes
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VHEF 733

Details: wagon ‘VHEF 733 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 733 A
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 734

Details: wagon ‘VHEF 734 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 734
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 735

Details: wagon ‘VHEF 735 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 735
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 736

Details: wagon ‘VHEF 736 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 736 E
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 737

Details: wagon ‘VHEF 737 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 737 N
BSG Code: VBHZ
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Capacity of 54 tonnes

VHEF 738

Details: wagon ‘VHEF 738 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 738
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 739

Details: wagon ‘VHEF 739 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 739 X
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 740

Details: wagon ‘VHEF 740 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 740 E
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 741

Details: wagon ‘VHEF 741 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 742

Details: wagon ‘VHEF 742 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 742 W
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BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 743

Details: wagon ‘VHEF 743 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 743 X
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 744

Details: wagon ‘VHEF 744 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 744 R
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 745

Details: wagon ‘VHEF 745 T’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 745 D
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 746

Details: wagon ‘VHEF 746 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 746 M
BSG Code: VBHZ

Capacity of 54 tonnes

VHEF 747

Details: wagon ‘VHEF 747 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.7m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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2.822. Wagon classification starting with ‘VHE’

Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHEY 747
BSG Code: VBHZ

Capacity of 54 tonnes

VHEY 701

05.08.1988 Reclassified from wagon ‘VHEY 701 E’ to ’ wagon ‘VHEF 701 U’.

VHEY 702

18.04.1988 Reclassified from wagon ‘VHEY 702 N’ to ’ wagon ‘VHEF 702 G’.

VHEY 703

15.12.1987 Reclassified from wagon ‘VHEY 703 W’ to ’ wagon ‘VHEF 703 P’.

VHEY 704

09.09.1988 Reclassified from wagon ‘VHEY 704 X’ to ’ wagon ‘VHEF 704 B’.

VHEY 705

15.03.1988 Reclassified from wagon ‘VHEY 705 R’ to ’ wagon ‘VHEF 705 K’.

VHEY 706

12.01.1988 Reclassified from wagon ‘VHEY 706 D’ to ’ wagon ‘VHEF 706 T’.

VHEY 707

27.05.1988 Reclassified from wagon ‘VHEY 707 M’ to ’ wagon ‘VHEF 707 F’.

VHEY 708

19.01.1988 Reclassified from wagon ‘VHEY 708 V’ to ’ wagon ‘VHEF 708 Y’.

VHEY 709

08.03.1988 Reclassified from wagon ‘VHEY 709 H’ to ’ wagon ‘VHEF 709 A’.

VHEY 710

16.12.1987 Reclassified from wagon ‘VHEY 710 D’ to ’ wagon ‘VHEF 710 T’.

VHEY 711

02.11.1988 Reclassified from wagon ‘VHEY 711 M’ to ’ wagon ‘VHEF 711 F’.
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VHEY 712

21.10.1988 Reclassified from wagon ‘VHEY 712 V’ to ’ wagon ‘VHEF 712 Y’.

VHEY 713

06.01.1988 Reclassified from wagon ‘VHEY 713 H’ to ’ wagon ‘VHEF 713 A’.

VHEY 714

13.05.1988 Reclassified from wagon ‘VHEY 714 Q’ to ’ wagon ‘VHEF 714 J’.

VHEY 715

16.08.1988 Reclassified from wagon ‘VHEY 715 C’ to ’ wagon ‘VHEF 715 S’.

VHEY 716

19.08.1988 Reclassified from wagon ‘VHEY 716 L’ to ’ wagon ‘VHEF 716 E’.

VHEY 717

11.11.1988 Reclassified from wagon ‘VHEY 717 U’ to ’ wagon ‘VHEF 717 N’.

VHEY 718

22.11.1988 Reclassified from wagon ‘VHEY 718 G’ to ’ wagon ‘VHEF 718 W’.

VHEY 719

06.12.1988 Reclassified from wagon ‘VHEY 719 P’ to ’ wagon ‘VHEF 719 X’.

VHEY 720

18.10.1988 Reclassified from wagon ‘VHEY 720 L’ to ’ wagon ‘VHEF 720 E’.

VHEY 721

25.10.1988 Reclassified from wagon ‘VHEY 721 U’ to ’ wagon ‘VHEF 721 N’.

VHEY 722

23.08.1988 Reclassified from wagon ‘VHEY 722 G’ to ’ wagon ‘VHEF 722 W’.

VHEY 723

18.05.1988 Reclassified from wagon ‘VHEY 723 P’ to ’ wagon ‘VHEF 723 X’.

VHEY 724

21.10.1988 Reclassified from wagon ‘VHEY 724 B’ to ’ wagon ‘VHEF 724 R’.
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2.822. Wagon classification starting with ‘VHE’

VHEY 725

28.10.1988 Reclassified from wagon ‘VHEY 725 K’ to ’ wagon ‘VHEF 725 D’.

VHEY 726

25.11.1988 Reclassified from wagon ‘VHEY 726 T’ to ’ wagon ‘VHEF 726 M’.

VHEY 727

18.10.1988 Reclassified from wagon ‘VHEY 727 F’ to ’ wagon ‘VHEF 727 V’.

VHEY 728

19.01.1988 Reclassified from wagon ‘VHEY 728 Y’ to ’ wagon ‘VHEF 728 H’.

VHEY 729

09.09.1988 Reclassified from wagon ‘VHEY 729 A’ to ’ wagon ‘VHEF 729 Q’.

VHEY 730

25.10.1988 Reclassified from wagon ‘VHEY 730 T’ to ’ wagon ‘VHEF 730 M’.

VHEY 731

11.04.1988 Reclassified from wagon ‘VHEY 731 F’ to ’ wagon ‘VHEF 731 V’.

VHEY 732

09.09.1988 Reclassified from wagon ‘VHEY 732 Y’ to ’ wagon ‘VHEF 732 H’.

VHEY 733

04.01.1989 Reclassified from wagon ‘VHEY 733 A’ to ’ wagon ‘VHEF 733 Q’.

VHEY 734

27.05.1988 Reclassified from wagon ‘VHEY 734 J’ to ’ wagon ‘VHEF 734 C’.

VHEY 735

07.03.1988 Reclassified from wagon ‘VHEY 735 S’ to ’ wagon ‘VHEF 735 L’.

VHEY 736

02.11.1988 Reclassified from wagon ‘VHEY 736 E’ to ’ wagon ‘VHEF 736 U’.

VHEY 737

18.11.1988 Reclassified from wagon ‘VHEY 737 N’ to ’ wagon ‘VHEF 737 G’.
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VHEY 738

27.04.1988 Reclassified from wagon ‘VHEY 738 W’ to ’ wagon ‘VHEF 738 P’.

VHEY 739

10.01.1989 Reclassified from wagon ‘VHEY 739 X’ to ’ wagon ‘VHEF 739 B’.

VHEY 740

06.09.1988 Reclassified from wagon ‘VHEY 740 E’ to ’ wagon ‘VHEF 740 U’.

VHEY 741

21.03.1988 Reclassified from wagon ‘VHEY 741 N’ to ’ wagon ‘VHEF 741 G’.

VHEY 742

25.10.1988 Reclassified from wagon ‘VHEY 742 W’ to ’ wagon ‘VHEF 742 P’.

VHEY 743

22.11.1988 Reclassified from wagon ‘VHEY 743 X’ to ’ wagon ‘VHEF 743 B’.

VHEY 744

02.11.1988 Reclassified from wagon ‘VHEY 744 R’ to ’ wagon ‘VHEF 744 K’.

VHEY 745

18.10.1988 Reclassified from wagon ‘VHEY 745 D’ to ’ wagon ‘VHEF 745 T’.

VHEY 746

18.10.1988 Reclassified from wagon ‘VHEY 746 M’ to ’ wagon ‘VHEF 746 F’.

VHEY 747

18.04.1988 Reclassified from wagon ‘VHEY 747 V’ to ’ wagon ‘VHEF 747 Y’.

2.823 Wagon classification starting with ‘VHF’

VHFF 606

Details: wagon ‘VHFF 606 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne

20750



2.823. Wagon classification starting with ‘VHF’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: SUPER BULK
Remarks: EX VHFY
BSG Code: VBHZ

Capacity of 54 tonnes

VHFF 608

Details: wagon ‘VHFF 608 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes

VHFF 611

Details: wagon ‘VHFF 611 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes
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VHFF 612

Details: wagon ‘VHFF 612 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes

VHFF 613

Details: wagon ‘VHFF 613 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes

VHFF 614

Details: wagon ‘VHFF 614 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes

VHFF 615

Details: wagon ‘VHFF 615 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes

VHFF 616

Details: wagon ‘VHFF 616 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VBHZ

Capacity of 54 tonnes
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VHFX 20

Details: wagon ‘VHFX 20 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VXHZ

Capacity of 54 tonnes

VHFX 21

Details: wagon ‘VHFX 21 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VXHZ

Capacity of 54 tonnes

VHFX 22

Details: wagon ‘VHFX 22 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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2.823. Wagon classification starting with ‘VHF’

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: SUPER BULK
BSG Code: VXHZ

Capacity of 54 tonnes

VHFX 123

Details: wagon ‘VHFX 123 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: SUPER BULK
Remarks: EX VHCX 123 J
BSG Code: VXHZ

Capacity of 54 tonnes

28.03.1991 Repair ‘VEHICLE RECLASSIFY’.
28.03.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 123 J’

VHFY 602

Details: wagon ‘VHFY 602 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ
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2.824 Wagon classification starting with ‘VHG’

VHGF 21

Details: wagon ‘VHGF 21 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 21 A’

VHGF 22

Details: wagon ‘VHGF 22 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 22 J
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 23

Details: wagon ‘VHGF 23 L’ in AN ‘Mainland Division’.
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2.824. Wagon classification starting with ‘VHG’

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 24

Details: wagon ‘VHGF 24 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 24 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 25

Details: wagon ‘VHGF 25 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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Remarks: EX VHGY 25 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 26

Details: wagon ‘VHGF 26 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 26 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 27

Details: wagon ‘VHGF 27 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 27 X
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 28

Details: wagon ‘VHGF 28 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 29

Details: wagon ‘VHGF 29 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 29
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 30

Details: wagon ‘VHGF 30 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 31

Details: wagon ‘VHGF 31 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 32

Details: wagon ‘VHGF 32 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 33

Details: wagon ‘VHGF 33 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 34

Details: wagon ‘VHGF 34 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 34 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 35

Details: wagon ‘VHGF 35 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 36

Details: wagon ‘VHGF 36 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 37

Details: wagon ‘VHGF 37 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes

22.09.1989 Repair ‘END HOSE’.
22.09.1989 Repair ‘HANDRAILS END’.
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2.824. Wagon classification starting with ‘VHG’

VHGF 38

Details: wagon ‘VHGF 38 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 38 C
BSG Code: VBHG

Capacity of 58 tonnes

23.06.1991 Repair ‘STEP’.

VHGF 39

Details: wagon ‘VHGF 39 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 40

Details: wagon ‘VHGF 40 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 40 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 41

Details: wagon ‘VHGF 41 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 41 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 42

Details: wagon ‘VHGF 42 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 42 C

20764



2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 43

Details: wagon ‘VHGF 43 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 43 L
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 43 L’

VHGF 44

Details: wagon ‘VHGF 44 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 45

Details: wagon ‘VHGF 45 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 45 G
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 46

Details: wagon ‘VHGF 46 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 46 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 47

Details: wagon ‘VHGF 47 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 47 B
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 48

Details: wagon ‘VHGF 48 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 48 K
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 49

Details: wagon ‘VHGF 49 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 49 T
BSG Code: VBHG
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Capacity of 58 tonnes

VHGF 50

Details: wagon ‘VHGF 50 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 51

Details: wagon ‘VHGF 51 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 52

Details: wagon ‘VHGF 52 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 53

Details: wagon ‘VHGF 53 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

24.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1989 Repair ‘BRAKE LEVER’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VHGF 54

Details: wagon ‘VHGF 54 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 55

Details: wagon ‘VHGF 55 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 56

Details: wagon ‘VHGF 56 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 57

Details: wagon ‘VHGF 57 C’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 57 J
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 58

Details: wagon ‘VHGF 58 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 58 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 59

Details: wagon ‘VHGF 59 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
Remarks: EX VHGY 59 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 60

Details: wagon ‘VHGF 60 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 60 A
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 61

Details: wagon ‘VHGF 61 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 62

Details: wagon ‘VHGF 62 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 63

Details: wagon ‘VHGF 63 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 63 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 65

Details: wagon ‘VHGF 65 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 65 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 66

Details: wagon ‘VHGF 66 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 66 X
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 67

Details: wagon ‘VHGF 67 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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VHGF 69

Details: wagon ‘VHGF 69 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 70

Details: wagon ‘VHGF 70 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 70V
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 71

Details: wagon ‘VHGF 71 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 72

Details: wagon ‘VHGF 72 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 73

Details: wagon ‘VHGF 73 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 73 M
BSG Code: VBHG

Capacity of 58 tonnes

20776
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VHGF 74

Details: wagon ‘VHGF 74 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 74 V
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 75

Details: wagon ‘VHGF 75 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 75 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 76

Details: wagon ‘VHGF 76 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 77

Details: wagon ‘VHGF 77 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 78

Details: wagon ‘VHGF 78 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 79

Details: wagon ‘VHGF 79 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 79 U
BSG Code: VBHG

Capacity of 58 tonnes

06.08.1990 Repair ‘WHEEL SET’.

VHGF 80

Details: wagon ‘VHGF 80 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 80 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 82

Details: wagon ‘VHGF 82 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 83

Details: wagon ‘VHGF 83 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 83 U
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 83 U’

VHGF 84

Details: wagon ‘VHGF 84 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 85

Details: wagon ‘VHGF 85 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 85 P
BSG Code: VBHG

Capacity of 58 tonnes

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘END BRAKE COCK’.
21.07.1989 Repair ‘TRAIN PIPE (END)’.

VHGF 86

Details: wagon ‘VHGF 86 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 86 B
BSG Code: VBHG
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Capacity of 58 tonnes

31.08.1991 Repair ‘VEHICLE RECLASSIFY’.
31.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 86 B’

VHGF 87

Details: wagon ‘VHGF 87 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 87 K
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 89

Details: wagon ‘VHGF 89 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 89 F
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 89 F’
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VHGF 90

Details: wagon ‘VHGF 90 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 90 B
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 91

Details: wagon ‘VHGF 91 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 92

Details: wagon ‘VHGF 92 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 93

Details: wagon ‘VHGF 93 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 93 F
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 94

Details: wagon ‘VHGF 94 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 94 Y
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 95

Details: wagon ‘VHGF 95 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 96

Details: wagon ‘VHGF 96 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 96 J
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 98

Details: wagon ‘VHGF 98 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 98 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 99

Details: wagon ‘VHGF 99 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 100

Details: wagon ‘VHGF 100 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 101

Details: wagon ‘VHGF 101 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 101 Y
BSG Code: VBHG

Capacity of 58 tonnes

09.09.1991 Repair ‘STEP’.

VHGF 102

Details: wagon ‘VHGF 102 Q’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGY102 A
BSG Code: VBHZ

Capacity of 58 tonnes

04.01.1990 Repair ‘VEHICLE RECLASSIFY’.
04.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 102 A’
25.06.1993 Repair ‘SIDE STEP’.
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VHGF 103

Details: wagon ‘VHGF 103 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 104

Details: wagon ‘VHGF 104 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 104 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 105

28.12.1994 Reclassified from wagon ‘VHGF 105 U’ to ’ wagon ‘VHGX 105 A’.

VHGF 106

Details: wagon ‘VHGF 106 G’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 106 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 107

Details: wagon ‘VHGF 107 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 108

28.12.1994 Reclassified from wagon ‘VHGF 108 B’ to ’ wagon ‘VHGX 108 E’.

VHGF 109

28.12.1994 Reclassified from wagon ‘VHGF 109 K’ to ’ wagon ‘VHGX 109 N’.

VHGF 110

Details: wagon ‘VHGF 110 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 110 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 111

Details: wagon ‘VHGF 111 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 112

Details: wagon ‘VHGF 112 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

12.09.1989 Repair ‘VEHICLE RECLASSIFY’.
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12.09.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘VHGY 112 X’

17.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

VHGF 113

Details: wagon ‘VHGF 113 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: X VHGY 113
BSG Code: VBHG

Capacity of 58 tonnes

27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VHGF 114

Details: wagon ‘VHGF 114 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 114 D
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 115

Details: wagon ‘VHGF 115 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 115 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 117

Details: wagon ‘VHGF 117 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 117 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 118

Details: wagon ‘VHGF 118 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 118 Q
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 118 Q’

VHGF 119

Details: wagon ‘VHGF 119 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 119 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 120

Details: wagon ‘VHGF 120 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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2. TIMS GROUP INFORMATION - WAGONS

Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 120 V
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 121

Details: wagon ‘VHGF 121 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 121 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 122

Details: wagon ‘VHGF 122 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 122 Q
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 123

Details: wagon ‘VHGF 123 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 124

Details: wagon ‘VHGF 124 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 125

Details: wagon ‘VHGF 125 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 125 U
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 126

Details: wagon ‘VHGF 126 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 126 G
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 127

Details: wagon ‘VHGF 127 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 128

Details: wagon ‘VHGF 128 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 128 B
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 129

Details: wagon ‘VHGF 129 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 130

Details: wagon ‘VHGF 130 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

01.02.1995 Repair ‘VEHICLE COMPLETE’.

VHGF 131

Details: wagon ‘VHGF 131 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 131 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 132

Details: wagon ‘VHGF 132 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY132B
BSG Code: VBHG

Capacity of 76 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 133

Details: wagon ‘VHGF 133 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 134

Details: wagon ‘VHGF 134 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 134 T
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 135

Details: wagon ‘VHGF 135 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 136

Details: wagon ‘VHGF 136 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 137

Details: wagon ‘VHGF 137 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 138

Details: wagon ‘VHGF 138 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 139

Details: wagon ‘VHGF 139 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 139 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 140

Details: wagon ‘VHGF 140 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

27.09.1991 Repair ‘SIDE STEP’.

VHGF 141

Details: wagon ‘VHGF 141 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 141A
BSG Code: VBHG

Capacity of 55 tonnes

03.09.1991 Repair ‘VEHICLE RECLASSIFY’.
03.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 141 A’
05.04.1995 Repair ‘VEHICLE COMPLETE’.

VHGF 142

Details: wagon ‘VHGF 142 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
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2.824. Wagon classification starting with ‘VHG’

Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 143

Details: wagon ‘VHGF 143 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 143 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 144

Details: wagon ‘VHGF 144 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 144 E
BSG Code: VBHG

Capacity of 56 tonnes

18.06.1992 Repair ‘VEHICLE RECLASSIFY’.
18.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 144 E’
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VHGF 145

Details: wagon ‘VHGF 145 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 146

24.10.1994 Reclassified from wagon ‘VHGF 146 P’ to ’ wagon ‘VHGX 146 S’.

VHGF 147

17.08.1994 Reclassified from wagon ‘VHGF 147 B’ to ’ wagon ‘VHGX 147 E’.

VHGF 148

Details: wagon ‘VHGF 148 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 148 R
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 149

Details: wagon ‘VHGF 149 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 149 D
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 150

Details: wagon ‘VHGF 150 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 151

24.10.1994 Reclassified from wagon ‘VHGF 151 B’ to ’ wagon ‘VHGX 151 E’.

VHGF 152

Details: wagon ‘VHGF 152 K’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 152 R
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 153

Details: wagon ‘VHGF 153 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 153 D
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 154

Details: wagon ‘VHGF 154 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 155

Details: wagon ‘VHGF 155 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 156

Details: wagon ‘VHGF 156 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 157

Details: wagon ‘VHGF 157 J’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 157 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 158

Details: wagon ‘VHGF 158 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 158 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 159

Details: wagon ‘VHGF 159 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Intended Use: GRAIN BULK
Remarks: EX VHGY 159 L
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 160

Details: wagon ‘VHGF 160 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY160
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 161

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 161 Q’
28.12.1994 Reclassified from wagon ‘VHGF 161 J’ to ’ wagon ‘VHGX 161 M’.

VHGF 162

Details: wagon ‘VHGF 162 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX VHGY 162 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 163

Details: wagon ‘VHGF 163 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 164

Details: wagon ‘VHGF 164 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 164 U
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 165

Details: wagon ‘VHGF 165 W’ in AN ‘Mainland Division’.
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2.824. Wagon classification starting with ‘VHG’

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 166

Details: wagon ‘VHGF 166 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 167

Details: wagon ‘VHGF 167 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX VHGY 167 B
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 168

Details: wagon ‘VHGF 168 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 169

Details: wagon ‘VHGF 169 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 169 T
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 170

Details: wagon ‘VHGF 170 X’ in AN ‘Mainland Division’.
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2.824. Wagon classification starting with ‘VHG’

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 170 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 171

Details: wagon ‘VHGF 171 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 172

24.10.1994 Reclassified from wagon ‘VHGF 172 D’ to ’ wagon ‘VHGX 172 G’.

VHGF 173

Details: wagon ‘VHGF 173 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 173 T
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 175

Details: wagon ‘VHGF 175 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 175 Y
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 176

Details: wagon ‘VHGF 176 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 176
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 177

Details: wagon ‘VHGF 177 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHGF 178

Details: wagon ‘VHGF 178 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 29.01.1988
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 178 S
BSG Code: VBHG

Capacity of 54 tonnes

26.09.1990 Repair ‘VEHICLE RECLASSIFY’.
26.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 178 S’

VHGF 179

28.12.1994 Reclassified from wagon ‘VHGF 179 U’ to ’ wagon ‘VHGX 179 A’.
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 180

Details: wagon ‘VHGF 180 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 180 A
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 181

08.07.1991 Repair ‘STEP’.
15.09.1994 Reclassified from wagon ‘VHGF 181 C’ to ’ wagon ‘VHGX 181 F’.

VHGF 182

Details: wagon ‘VHGF 182 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 183

Details: wagon ‘VHGF 183 U’ in AN ‘Mainland Division’.

Owner: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 183 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 184

Details: wagon ‘VHGF 184 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 184 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 185

Details: wagon ‘VHGF 185 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GRAIN BULK
Remarks: EX VHGY 185 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 186

Details: wagon ‘VHGF 186 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

01.08.1989 Repair ‘STEP’.

VHGF 187

24.10.1994 Reclassified from wagon ‘VHGF 187 K’ to ’ wagon ‘VHGX 187 N’.

VHGF 188

Details: wagon ‘VHGF 188 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 188 D
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 189

Details: wagon ‘VHGF 189 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 189 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 190

28.12.1994 Reclassified from wagon ‘VHGF 190 B’ to ’ wagon ‘VHGX 190 E’.

VHGF 191

Details: wagon ‘VHGF 191 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 192

Details: wagon ‘VHGF 192 T’ in AN ‘Mainland Division’.

Owner: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 193

Details: wagon ‘VHGF 193 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 194

Details: wagon ‘VHGF 194 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 194 V
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 195

Details: wagon ‘VHGF 195 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 196

24.01.1995 Reclassified from wagon ‘VHGF 196 J’ to ’ wagon ‘VHGX 196 M’.

VHGF 197

Details: wagon ‘VHGF 197 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 197 C
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 198

28.12.1994 Reclassified from wagon ‘VHGF 198 E’ to ’ wagon ‘VHGX 198 H’.

VHGF 199

24.10.1994 Reclassified from wagon ‘VHGF 199 N’ to ’ wagon ‘VHGX 199 Q’.

VHGF 200

Details: wagon ‘VHGF 200 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 200 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 201

Details: wagon ‘VHGF 201 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 202

26.05.1993 Reclassified from wagon ‘VHGF 202 A’ to ’ wagon ‘VHQF 202 H’.
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2.824. Wagon classification starting with ‘VHG’

VHGF 203

Details: wagon ‘VHGF 203 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGX 203 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 204

Details: wagon ‘VHGF 204 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 204 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 205

Details: wagon ‘VHGF 205 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 205 L
BSG Code: VBHG

Capacity of 58 tonnes

12.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VHGF 206

Details: wagon ‘VHGF 206 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 207

Details: wagon ‘VHGF 207 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 207 G
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 208

Details: wagon ‘VHGF 208 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 208 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 209

Details: wagon ‘VHGF 209 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 210

Details: wagon ‘VHGF 210 N’ in AN ‘Mainland Division’.

Owner: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 211

Details: wagon ‘VHGF 211 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 211 G
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 211 G’

VHGF 212

Details: wagon ‘VHGF 212 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
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2.824. Wagon classification starting with ‘VHG’

Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 214

Details: wagon ‘VHGF 214 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 214 K
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 215

Details: wagon ‘VHGF 215 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 215 T
BSG Code: VBHG

Capacity of 58 tonnes

20827
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VHGF 216

Details: wagon ‘VHGF 216 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 217

Details: wagon ‘VHGF 217 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

28.09.1989 Repair ‘NYLON HOSE’.

VHGF 218

Details: wagon ‘VHGF 218 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 218 A
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 219

Details: wagon ‘VHGF 219 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 220

Details: wagon ‘VHGF 220 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 220F
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

21.06.1991 Repair ‘VEHICLE RECLASSIFY’.
21.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 220 F’

VHGF 221

Details: wagon ‘VHGF 221 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 221 Y
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 221 Y’

VHGF 222

Details: wagon ‘VHGF 222 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 223

Details: wagon ‘VHGF 223 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY223J
BSG Code: VBHG

Capacity of 58 tonnes

02.10.1990 Repair ‘VEHICLE RECLASSIFY’.
02.10.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 223 J’

VHGF 224

Details: wagon ‘VHGF 224 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

VHGF 225

Details: wagon ‘VHGF 225 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 225 E
BSG Code: VBHG

Capacity of 50 tonnes

03.08.1990 Repair ‘VEHICLE RECLASSIFY’.
03.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 225 E’

VHGF 226

Details: wagon ‘VHGF 226 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 227

Details: wagon ‘VHGF 227 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

Remarks: EX VHGY 227 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 228

Details: wagon ‘VHGF 228 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 228 X
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 229

Details: wagon ‘VHGF 229 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 229 R
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 230

Details: wagon ‘VHGF 230 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 230 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 231

Details: wagon ‘VHGF 231 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 231 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 232

Details: wagon ‘VHGF 232 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 233

Details: wagon ‘VHGF 233 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 233 R
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 234

Details: wagon ‘VHGF 234 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 234 D
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 235

Details: wagon ‘VHGF 235 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 235 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 236

Details: wagon ‘VHGF 236 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: GRAIN BULK HOPPER
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 237

Details: wagon ‘VHGF 237 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 237 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 238

Details: wagon ‘VHGF 238 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 238 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 239

Details: wagon ‘VHGF 239 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 239 C
BSG Code: VBHG
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Capacity of 58 tonnes

VHGF 240

Details: wagon ‘VHGF 240 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 241

Details: wagon ‘VHGF 241 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 241 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 242

Details: wagon ‘VHGF 242 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 242 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 243

Details: wagon ‘VHGF 243 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 243 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 244

Details: wagon ‘VHGF 244 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 245

Details: wagon ‘VHGF 245 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 246

Details: wagon ‘VHGF 246 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 247

Details: wagon ‘VHGF 247 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.824. Wagon classification starting with ‘VHG’

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 247 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 248

Details: wagon ‘VHGF 248 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 249

Details: wagon ‘VHGF 249 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 249 K
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 249 K’
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 250

Details: wagon ‘VHGF 250 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 250 G
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 250 G’

VHGF 251

Details: wagon ‘VHGF 251 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 251 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 252

Details: wagon ‘VHGF 252 R’ in AN ‘Mainland Division’.

Owner: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 252 B
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 253

Details: wagon ‘VHGF 253 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 253 K
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 254

Details: wagon ‘VHGF 254 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GRAIN BULK
Remarks: EX VHGY 254 T
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 255

Details: wagon ‘VHGF 255 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 255 F
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 256

Details: wagon ‘VHGF 256 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 256 Y
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 257

Details: wagon ‘VHGF 257 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 257 A
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 258

Details: wagon ‘VHGF 258 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 258 J
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 259

Details: wagon ‘VHGF 259 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 259 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 260

Details: wagon ‘VHGF 260 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 260 Y
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 261

Details: wagon ‘VHGF 261 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 261 A
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 58 tonnes

VHGF 262

Details: wagon ‘VHGF 262 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 262 J
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 263

Details: wagon ‘VHGF 263 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 264

Details: wagon ‘VHGF 264 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 264 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 265

Details: wagon ‘VHGF 265 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 265 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 266

Details: wagon ‘VHGF 266 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 57 tonnes

VHGF 267

Details: wagon ‘VHGF 267 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 267 X
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 268

Details: wagon ‘VHGF 268 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 269

Details: wagon ‘VHGF 269 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 270

Details: wagon ‘VHGF 270 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 270 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 271

Details: wagon ‘VHGF 271 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 272

Details: wagon ‘VHGF 272 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 272 R
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 273

Details: wagon ‘VHGF 273 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 273 D
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 274

Details: wagon ‘VHGF 274 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 275

Details: wagon ‘VHGF 275 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 276

Details: wagon ‘VHGF 276 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 277

Details: wagon ‘VHGF 277 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

12.09.1991 Repair ‘VEHICLE RECLASSIFY’.
12.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 277 Q’

VHGF 278

Details: wagon ‘VHGF 278 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 278 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 279

Details: wagon ‘VHGF 279 E’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 280

Details: wagon ‘VHGF 280 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 281

Details: wagon ‘VHGF 281 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

20854



2.824. Wagon classification starting with ‘VHG’

VHGF 282

Details: wagon ‘VHGF 282 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 283

Details: wagon ‘VHGF 283 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 283 L
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 284

Details: wagon ‘VHGF 284 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 284 U
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 285

Details: wagon ‘VHGF 285 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 286

Details: wagon ‘VHGF 286 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 287

Details: wagon ‘VHGF 287 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 288

Details: wagon ‘VHGF 288 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes

VHGF 289

Details: wagon ‘VHGF 289 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 289 T
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 290

Details: wagon ‘VHGF 290 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 290 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 291

Details: wagon ‘VHGF 291 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 292

Details: wagon ‘VHGF 292 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 293

Details: wagon ‘VHGF 293 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 294

Details: wagon ‘VHGF 294 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B

20859



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 295

Details: wagon ‘VHGF 295 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 295 Y
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 296

Details: wagon ‘VHGF 296 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 296 A
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 297

Details: wagon ‘VHGF 297 C’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGY297 J
BSG Code: VBHZ

Capacity of 58 tonnes

04.01.1990 Repair ‘VEHICLE RECLASSIFY’.
04.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 297 J’

VHGF 298

Details: wagon ‘VHGF 298 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 298 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 299

Details: wagon ‘VHGF 299 U’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes

VHGF 301

Details: wagon ‘VHGF 301 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 301 F
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 302

Details: wagon ‘VHGF 302 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 303

Details: wagon ‘VHGF 303 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 303 A
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 304

Details: wagon ‘VHGF 304 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 305

Details: wagon ‘VHGF 305 L’ in AN ‘Mainland Division’.

Owner: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 305 S
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 306

Details: wagon ‘VHGF 306 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 306 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 307

Details: wagon ‘VHGF 307 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

01.11.1990 Reclassified from wagon ‘VHGF 307 G’ to ’ wagon ‘VHSF 307 T’.

VHGF 308

Details: wagon ‘VHGF 308 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 308 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 309

Details: wagon ‘VHGF 309 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 310

Details: wagon ‘VHGF 310 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 310 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 311

Details: wagon ‘VHGF 311 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 311 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 312

Details: wagon ‘VHGF 312 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 312 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 313

Details: wagon ‘VHGF 313 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 314

Details: wagon ‘VHGF 314 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 314 R
BSG Code: VBHG
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 314 R’

VHGF 315

Details: wagon ‘VHGF 315 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 316

Details: wagon ‘VHGF 316 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 317

Details: wagon ‘VHGF 317 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 318

Details: wagon ‘VHGF 318 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 318 H
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 319

Details: wagon ‘VHGF 319 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
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Remarks: EX VHGY 319 Q
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 319 Q’

VHGF 320

Details: wagon ‘VHGF 320 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 29.01.1988
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 320 M
BSG Code: VBHG

Capacity of 51 tonnes

21.05.1991 Repair ‘VEHICLE RECLASSIFY’.
21.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 320 M’

VHGF 321

Details: wagon ‘VHGF 321 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 58 tonnes

VHGF 322

Details: wagon ‘VHGF 322 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 322 H
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 322 H’

VHGF 323

Details: wagon ‘VHGF 323 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 323 Q
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 323 Q’
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VHGF 324

Details: wagon ‘VHGF 324 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 324 C
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 324 C’

VHGF 325

Details: wagon ‘VHGF 325 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

14.03.1995 Repair ‘VEHICLE COMPLETE’.

VHGF 326

Details: wagon ‘VHGF 326 N’ in AN ‘Mainland Division’.
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2.824. Wagon classification starting with ‘VHG’

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 326 U
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 326 U’

VHGF 327

Details: wagon ‘VHGF 327 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 328

Details: wagon ‘VHGF 328 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad

20873



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY328 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 329

Details: wagon ‘VHGF 329 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 329 B
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 329 B’

VHGF 330

Details: wagon ‘VHGF 330 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 50 tonnes

23.09.1991 Repair ‘VEHICLE RECLASSIFY’.
23.09.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 330 U’

VHGF 331

Details: wagon ‘VHGF 331 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 332

Details: wagon ‘VHGF 332 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 333

Details: wagon ‘VHGF 333 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 333 B
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 333 B’

VHGF 334

Details: wagon ‘VHGF 334 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 335

Details: wagon ‘VHGF 335 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.824. Wagon classification starting with ‘VHG’

Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 335 T
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 335 T’

VHGF 336

Details: wagon ‘VHGF 336 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

27.08.1990 Repair ‘HANDRAILS’.

VHGF 337

Details: wagon ‘VHGF 337 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 338

Details: wagon ‘VHGF 338 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 338 A
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 338 A’

VHGF 339

Details: wagon ‘VHGF 339 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 58 tonnes

06.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1989 Repair ‘BOGIE COMPLETE’.
06.11.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1989 Repair ‘EMPTY LOAD VALVE’.
06.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1989 Repair ‘WHEEL SET’.

VHGF 340

Details: wagon ‘VHGF 340 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 341

Details: wagon ‘VHGF 341 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 341 Y
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘VHGY 341 Y’

VHGF 342

Details: wagon ‘VHGF 342 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 343

Details: wagon ‘VHGF 343 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 343 J
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 343 J’
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2.824. Wagon classification starting with ‘VHG’

VHGF 344

Details: wagon ‘VHGF 344 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 345

Details: wagon ‘VHGF 345 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 345 E
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 345 E’

VHGF 346

Details: wagon ‘VHGF 346 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 347

Details: wagon ‘VHGF 347 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 347 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 348

Details: wagon ‘VHGF 348 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 348 X
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 348 X’

VHGF 349

Details: wagon ‘VHGF 349 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 349 R
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 349 R’

VHGF 350

Details: wagon ‘VHGF 350 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes
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VHGF 351

Details: wagon ‘VHGF 351 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: X VHGY 351
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 352

Details: wagon ‘VHGF 352 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 352 X
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 352 X’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘WHEEL SET’.

VHGF 353

Details: wagon ‘VHGF 353 K’ in AN ‘Mainland Division’.
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2.824. Wagon classification starting with ‘VHG’

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 353 R
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 353 R’

VHGF 354

Details: wagon ‘VHGF 354 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 354 D
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 354 D’

VHGF 355

Details: wagon ‘VHGF 355 F’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 355 M
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 355 M’

VHGF 356

Details: wagon ‘VHGF 356 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 356 V
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 357

Details: wagon ‘VHGF 357 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
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2.824. Wagon classification starting with ‘VHG’

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHGF 358

Details: wagon ‘VHGF 358 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 359

Details: wagon ‘VHGF 359 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 359 C
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 359 C’

VHGF 361

Details: wagon ‘VHGF 361 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 361 H
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 361 H’

VHGF 362

Details: wagon ‘VHGF 362 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 363

Details: wagon ‘VHGF 363 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 364

Details: wagon ‘VHGF 364 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 364 L
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 364 L’

VHGF 365

Details: wagon ‘VHGF 365 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 366

Details: wagon ‘VHGF 366 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 366 G
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 366 G’

VHGF 367

Details: wagon ‘VHGF 367 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.824. Wagon classification starting with ‘VHG’

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 367 P
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 368

Details: wagon ‘VHGF 368 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 369

Details: wagon ‘VHGF 369 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 370

Details: wagon ‘VHGF 370 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 371

Details: wagon ‘VHGF 371 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 371 P
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 371 P’

VHGF 372

Details: wagon ‘VHGF 372 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.824. Wagon classification starting with ‘VHG’

Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 373

Details: wagon ‘VHGF 373 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 373 K
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 373 K’

VHGF 374

Details: wagon ‘VHGF 374 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 374 T
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 374 T’

VHGF 375

Details: wagon ‘VHGF 375 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 375 F
BSG Code: VBHG

Capacity of 55 tonnes

05.06.1992 Repair ‘VEHICLE RECLASSIFY’.
05.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 375 F’

VHGF 376

Details: wagon ‘VHGF 376 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970

20894



2.824. Wagon classification starting with ‘VHG’

Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 376 Y
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 376 Y’

VHGF 377

Details: wagon ‘VHGF 377 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 378

Details: wagon ‘VHGF 378 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 379

Details: wagon ‘VHGF 379 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 379 S
BSG Code: VBHG

Capacity of 55 tonnes

11.03.1992 Repair ‘VEHICLE RECLASSIFY’.
11.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 379 S’

VHGF 380

Details: wagon ‘VHGF 380 H’ in AN ‘Mainland Division’.

Owner: V/LONE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY380
BSG Code: VBHG

Capacity of 58 tonnes

15.09.1989 Repair ‘VEHICLE RECLASSIFY’.
15.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 380 Y’
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2.824. Wagon classification starting with ‘VHG’

VHGF 381

Details: wagon ‘VHGF 381 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 381 A
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 381 A’

VHGF 382

Details: wagon ‘VHGF 382 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHGF 383

Details: wagon ‘VHGF 383 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

13.02.1995 Repair ‘VEHICLE COMPLETE’.

VHGF 384

Details: wagon ‘VHGF 384 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 384 E
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 385

Details: wagon ‘VHGF 385 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Intended Use: GRAIN BULK
Remarks: EX VHGY 385 N
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 385 N’

VHGF 386

Details: wagon ‘VHGF 386 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 386 W
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 386 W’

VHGF 387

Details: wagon ‘VHGF 387 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

20899



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 388

Details: wagon ‘VHGF 388 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 388 R
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 388 R’

VHGF 389

Details: wagon ‘VHGF 389 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘BRANCH PIPE’.
09.06.1992 Repair ‘VEHICLE COMPLETE’.
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2.824. Wagon classification starting with ‘VHG’

VHGF 390

Details: wagon ‘VHGF 390 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 390 W
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 390 W’

VHGF 391

Details: wagon ‘VHGF 391 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 391
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 392

Details: wagon ‘VHGF 392 K’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 393

Details: wagon ‘VHGF 393 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 393 D
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 393 D’

VHGF 394

Details: wagon ‘VHGF 394 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.824. Wagon classification starting with ‘VHG’

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 394 M
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 394 M’

VHGF 395

Details: wagon ‘VHGF 395 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VHGY395
BSG Code: VBHZ

Capacity of 53 tonnes

01.05.1991 Repair ‘VEHICLE RECLASSIFY’.
01.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 395 V’

VHGF 396

Details: wagon ‘VHGF 396 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
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Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 396 H
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 396 H’

VHGF 397

Details: wagon ‘VHGF 397 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 397 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 398

Details: wagon ‘VHGF 398 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 398 C
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 398 C’

VHGF 399

Details: wagon ‘VHGF 399 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 399 L
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 399 L’

VHGF 400

Details: wagon ‘VHGF 400 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 400 D
BSG Code: VBHG

Capacity of 58 tonnes

20905



2. TIMS GROUP INFORMATION - WAGONS

VHGF 401

Details: wagon ‘VHGF 401 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 401 M
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 402

Details: wagon ‘VHGF 402 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 402V
BSG Code: VBHG

Capacity of 76 tonnes

VHGF 403

Details: wagon ‘VHGF 403 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
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2.824. Wagon classification starting with ‘VHG’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 403 H
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 403 H’

VHGF 404

Details: wagon ‘VHGF 404 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 404 Q
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 404 Q’

VHGF 405

Details: wagon ‘VHGF 405 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 406

Details: wagon ‘VHGF 406 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 406 L
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 406 L’

VHGF 407

Details: wagon ‘VHGF 407 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 408

Details: wagon ‘VHGF 408 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 409

Details: wagon ‘VHGF 409 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 410

Details: wagon ‘VHGF 410 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 410 L
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 410 L’

VHGF 411

Details: wagon ‘VHGF 411 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 411 U
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 411 U’

VHGF 412

Details: wagon ‘VHGF 412 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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2.824. Wagon classification starting with ‘VHG’

Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 413

Details: wagon ‘VHGF 413 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 414

Details: wagon ‘VHGF 414 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 415

Details: wagon ‘VHGF 415 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 415 K
BSG Code: VBHG

Capacity of 58 tonnes

11.09.1990 Repair ‘VEHICLE RECLASSIFY’.
11.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 415 K’

VHGF 416

Details: wagon ‘VHGF 416 M’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 417

Details: wagon ‘VHGF 417 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.824. Wagon classification starting with ‘VHG’

Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 417 F
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 417 F’

VHGF 418

Details: wagon ‘VHGF 418 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 418 Y
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 418 Y’

VHGF 419

Details: wagon ‘VHGF 419 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 420

Details: wagon ‘VHGF 420 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 420 T’
26.05.1993 Reclassified from wagon ‘VHGF 420 M’ to ’ wagon ‘VHQF 420 T’.

VHGF 421

Details: wagon ‘VHGF 421 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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2.824. Wagon classification starting with ‘VHG’

Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 421 F
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 421 F’

VHGF 422

21.05.1993 Reclassified from wagon ‘VHGF 422 H’ to ’ wagon ‘VHQF 422 Y’.

VHGF 423

Details: wagon ‘VHGF 423 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 424

Details: wagon ‘VHGF 424 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: VBHZ

Capacity of 56 tonnes

27.07.1995 Repair ‘VEHICLE RECLASSIFY’.
27.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 424 J’

VHGF 425

Details: wagon ‘VHGF 425 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 425 S
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 425 S’

VHGF 426

Details: wagon ‘VHGF 426 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 426 E
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 426 E’

VHGF 427

Details: wagon ‘VHGF 427 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 427 N
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 427 N’

VHGF 428

Details: wagon ‘VHGF 428 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 428 W
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 428 W’

VHGF 429

Details: wagon ‘VHGF 429 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 429 X
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 429 X’

VHGF 430

Details: wagon ‘VHGF 430 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 430 E
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 431

Details: wagon ‘VHGF 431 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: X VHGY 431
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 432

Details: wagon ‘VHGF 432 P’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 433

Details: wagon ‘VHGF 433 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 434

Details: wagon ‘VHGF 434 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 435

Details: wagon ‘VHGF 435 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 435 D
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 435 D’

VHGF 436

Details: wagon ‘VHGF 436 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 436 M
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 436 M’

VHGF 437

Details: wagon ‘VHGF 437 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VHGF 438

Details: wagon ‘VHGF 438 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 55 tonnes

24.07.1995 Repair ‘VEHICLE RECLASSIFY’.
24.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 438 H’

VHGF 439

Details: wagon ‘VHGF 439 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 439 Q
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 440

Details: wagon ‘VHGF 440 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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2.824. Wagon classification starting with ‘VHG’

Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 440 M
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 440 M’

VHGF 441

Details: wagon ‘VHGF 441 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

20.07.1991 Repair ‘VEHICLE RECLASSIFY’.
20.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 441 V’

VHGF 442

Details: wagon ‘VHGF 442 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 443

Details: wagon ‘VHGF 443 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 444

Details: wagon ‘VHGF 444 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 444 C
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 444 C’
17.09.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.

VHGF 445

Details: wagon ‘VHGF 445 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 445 L
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 445 L’

VHGF 446

Details: wagon ‘VHGF 446 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 446 U
BSG Code: VBHG

Capacity of 58 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 446 U’

VHGF 447

Details: wagon ‘VHGF 447 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 447 G
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 447 G’
03.09.1991 Repair ‘HOSE FITTINGS’.

VHGF 448

Details: wagon ‘VHGF 448 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 448 P
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 448 P’

VHGF 449

Details: wagon ‘VHGF 449 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 450

Details: wagon ‘VHGF 450 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 450 U
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 450 U’

20927



2. TIMS GROUP INFORMATION - WAGONS

VHGF 451

Details: wagon ‘VHGF 451 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 451 G
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 452

Details: wagon ‘VHGF 452 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 452 P
BSG Code: VBHG

Capacity of 58 tonnes

22.01.1990 Repair ‘VEHICLE RECLASSIFY’.
22.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 452 P’

VHGF 453

Details: wagon ‘VHGF 453 R’ in AN ‘Mainland Division’.

Owner: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 453
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 454

Details: wagon ‘VHGF 454 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: VHGY 454 K
BSG Code: VXHG

Capacity of 55 tonnes

08.10.1991 Repair ‘VEHICLE RECLASSIFY’.
08.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 454 K’

VHGF 455

Details: wagon ‘VHGF 455 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 455 T
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 455 T’

VHGF 456

Details: wagon ‘VHGF 456 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.

VHGF 457

Details: wagon ‘VHGF 457 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
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2.824. Wagon classification starting with ‘VHG’

Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 457 Y
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 457 Y’

VHGF 458

Details: wagon ‘VHGF 458 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 458 A
BSG Code: VBHG

Capacity of 58 tonnes

02.07.1989 Repair ‘VEHICLE RECLASSIFY’.
02.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 458 A’

VHGF 459

Details: wagon ‘VHGF 459 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
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Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 460

Details: wagon ‘VHGF 460 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 460 F
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 460 F’

VHGF 461

Details: wagon ‘VHGF 461 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.11.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 462

Details: wagon ‘VHGF 462 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 462 A
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 462 A’

VHGF 463

Details: wagon ‘VHGF 463 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 464

Details: wagon ‘VHGF 464 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 465

Details: wagon ‘VHGF 465 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 466

Details: wagon ‘VHGF 466 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 466 N
BSG Code: VBHG
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2.824. Wagon classification starting with ‘VHG’

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 466 N’

VHGF 467

Details: wagon ‘VHGF 467 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 50 tonnes

04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 467 W’

VHGF 468

Details: wagon ‘VHGF 468 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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VHGF 469

Details: wagon ‘VHGF 469 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 470

Details: wagon ‘VHGF 470 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 470
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 471

Details: wagon ‘VHGF 471 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

26.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VHGF 472

Details: wagon ‘VHGF 472 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 472 X
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 472 X’

VHGF 473

Details: wagon ‘VHGF 473 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
Remarks: EX VHGY 473 R
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 473 R’

VHGF 474

Details: wagon ‘VHGF 474 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 474 D
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 474 D’

VHGF 475

Details: wagon ‘VHGF 475 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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Remarks: EX VHGY 475 M
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 475 M’

VHGF 476

Details: wagon ‘VHGF 476 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 476 V
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 476 V’

VHGF 477

Details: wagon ‘VHGF 477 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 477 H
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BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 477 H’

VHGF 478

Details: wagon ‘VHGF 478 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 478 Q
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 478 Q’

VHGF 479

Details: wagon ‘VHGF 479 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 479 C
BSG Code: VBHG
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Capacity of 58 tonnes

VHGF 480

Details: wagon ‘VHGF 480 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHGF 481

Details: wagon ‘VHGF 481 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 481H
BSG Code: VBHG

Capacity of 58 tonnes

13.03.1992 Repair ‘VEHICLE RECLASSIFY’.
13.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 481 H’

VHGF 482

Details: wagon ‘VHGF 482 J’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 482 Q
BSG Code: VBHG

Capacity of 55 tonnes

03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 482 Q’

VHGF 483

Details: wagon ‘VHGF 483 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 483 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 484

Details: wagon ‘VHGF 484 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 485

Details: wagon ‘VHGF 485 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 485 U
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 485 U’

VHGF 486

Details: wagon ‘VHGF 486 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
Remarks: EX VHGY 486 G
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 486 G’

VHGF 487

Details: wagon ‘VHGF 487 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 55 tonnes

VHGF 488

Details: wagon ‘VHGF 488 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 488 B
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘VHGY 488 B’

VHGF 489

Details: wagon ‘VHGF 489 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 489 K
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 490

Details: wagon ‘VHGF 490 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 490 G
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 490 G’
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VHGF 491

Details: wagon ‘VHGF 491 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

20.08.1990 Repair ‘END HOSE’.

VHGF 492

Details: wagon ‘VHGF 492 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 492 B
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 492 B’

VHGF 493

Details: wagon ‘VHGF 493 D’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 493 K
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 493 K’

VHGF 494

Details: wagon ‘VHGF 494 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 495

Details: wagon ‘VHGF 495 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes

VHGF 496

Details: wagon ‘VHGF 496 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 496 Y
BSG Code: VBHG

Capacity of 55 tonnes

26.08.1991 Repair ‘VEHICLE RECLASSIFY’.
26.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 496 Y’

VHGF 497

Details: wagon ‘VHGF 497 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 11.03.1965
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

Remarks: EX VHGY497A
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 498

Details: wagon ‘VHGF 498 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 499

Details: wagon ‘VHGF 499 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 58 tonnes

VHGF 500

Details: wagon ‘VHGF 500 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 501

Details: wagon ‘VHGF 501 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 501 T
BSG Code: VBHG

Capacity of 58 tonnes

15.07.1989 Repair ‘VEHICLE RECLASSIFY’.
15.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 501 T’

VHGF 502

Details: wagon ‘VHGF 502 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.824. Wagon classification starting with ‘VHG’

Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 503

Details: wagon ‘VHGF 503 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHAY 503T / EX VHAF 503M
BSG Code: VBHG

Capacity of 53 tonnes

25.06.1991 Repair ‘VEHICLE RECLASSIFY’.
25.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHAF 503 M’

VHGF 504

Details: wagon ‘VHGF 504 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 504 A
BSG Code: VBHG
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Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 504 A’

VHGF 505

Details: wagon ‘VHGF 505 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 505
BSG Code: VBHG

Capacity of 54 tonnes

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 505 J’

VHGF 507

Details: wagon ‘VHGF 507 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 507 E
BSG Code: VBHG

Capacity of 58 tonnes
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26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 507 E’

VHGF 508

Details: wagon ‘VHGF 508 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 509

Details: wagon ‘VHGF 509 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 509 W
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 509 W’
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VHGF 510

Details: wagon ‘VHGF 510 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 512

Details: wagon ‘VHGF 512 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 513

Details: wagon ‘VHGF 513 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 513 W
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 514

Details: wagon ‘VHGF 514 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHGF 515

Details: wagon ‘VHGF 515 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY515R
BSG Code: VBHG

Capacity of 58 tonnes
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14.09.1989 Repair ‘VEHICLE RECLASSIFY’.
14.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 515 R’

VHGF 516

Details: wagon ‘VHGF 516 T’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.09.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 517

Details: wagon ‘VHGF 517 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 517 M
BSG Code: VBHG

Capacity of 58 tonnes

15.07.1989 Repair ‘VEHICLE RECLASSIFY’.
15.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 517 M’
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VHGF 518

Details: wagon ‘VHGF 518 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 519

Details: wagon ‘VHGF 519 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

VHGF 520

Details: wagon ‘VHGF 520 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 521

Details: wagon ‘VHGF 521 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 522

Details: wagon ‘VHGF 522 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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VHGF 523

Details: wagon ‘VHGF 523 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

30.10.1989 Repair ‘BRANCH PIPE’.

VHGF 524

Details: wagon ‘VHGF 524 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 524 Q
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 524 Q’

VHGF 525

Details: wagon ‘VHGF 525 S’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 526

Details: wagon ‘VHGF 526 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 526 L
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 526 L’

VHGF 527

Details: wagon ‘VHGF 527 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 527 U
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 528

Details: wagon ‘VHGF 528 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 528 G
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 528 G’
16.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1991 Repair ‘BOGIE COMPLETE’.
16.05.1991 Repair ‘COUPLER KNUCKLE’.

VHGF 529

Details: wagon ‘VHGF 529 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 530

Details: wagon ‘VHGF 530 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 531

Details: wagon ‘VHGF 531 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 531 U
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 532

Details: wagon ‘VHGF 532 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 532 G
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 532 G’

VHGF 533

Details: wagon ‘VHGF 533 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 533 P
BSG Code: VBHG

Capacity of 58 tonnes

04.01.1990 Repair ‘VEHICLE RECLASSIFY’.
04.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 533 P’
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VHGF 534

Details: wagon ‘VHGF 534 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

VHGF 535

Details: wagon ‘VHGF 535 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 535 K
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 535 K’

VHGF 536

Details: wagon ‘VHGF 536 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 536 T
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 536 T’

VHGF 537

Details: wagon ‘VHGF 537 V’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 538

Details: wagon ‘VHGF 538 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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Remarks: EX VHGY 538 Y
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 538 Y’

VHGF 539

Details: wagon ‘VHGF 539 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 540

Details: wagon ‘VHGF 540 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 540
BSG Code: VBHG

Capacity of 58 tonnes

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘VHGY 540 T’

VHGF 541

Details: wagon ‘VHGF 541 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 541 F
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 541 F’

VHGF 542

Details: wagon ‘VHGF 542 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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VHGF 543

Details: wagon ‘VHGF 543 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 544

Details: wagon ‘VHGF 544 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 544
BSG Code: VBHG

Capacity of 58 tonnes

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 544 J’

VHGF 545

Details: wagon ‘VHGF 545 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: X VHGY 454 S
BSG Code: VBHG

Capacity of 58 tonnes

06.09.1990 Repair ‘VEHICLE RECLASSIFY’.
06.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 545 S’

VHGF 546

Details: wagon ‘VHGF 546 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 546 E
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 546 E’

VHGF 547

Details: wagon ‘VHGF 547 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 547 N
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 547 N’

VHGF 548

Details: wagon ‘VHGF 548 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 549

Details: wagon ‘VHGF 549 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 549 X’

VHGF 550

Details: wagon ‘VHGF 550 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 551

Details: wagon ‘VHGF 551 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 551
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 552

Details: wagon ‘VHGF 552 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 552 W
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 552 W’

VHGF 553

Details: wagon ‘VHGF 553 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 553 X
BSG Code: VBHG

Capacity of 55 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 553 X’
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VHGF 554

Details: wagon ‘VHGF 554 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 554 R
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 554 R’

VHGF 555

Details: wagon ‘VHGF 555 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

02.09.1991 Repair ‘BOGIE SPRING’.

VHGF 556

Details: wagon ‘VHGF 556 F’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 556 M
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 556 M’

VHGF 557

Details: wagon ‘VHGF 557 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 557 V
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 558

Details: wagon ‘VHGF 558 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 558 H
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 558 H’

VHGF 559

Details: wagon ‘VHGF 559 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 559 Q
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 559 Q’

VHGF 560

Details: wagon ‘VHGF 560 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 561

Details: wagon ‘VHGF 561 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 562

Details: wagon ‘VHGF 562 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 562 H
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 562 H’

VHGF 563

Details: wagon ‘VHGF 563 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

VHGF 564

Details: wagon ‘VHGF 564 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 564 C
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 565

Details: wagon ‘VHGF 565 E’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 566

Details: wagon ‘VHGF 566 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 568

Details: wagon ‘VHGF 568 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

Remarks: EX VHGY 568 P
BSG Code: VBHG

Capacity of 58 tonnes

17.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
28.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VHGF 569

Details: wagon ‘VHGF 569 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 569 B
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 569 B’

VHGF 570

Details: wagon ‘VHGF 570 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 571

Details: wagon ‘VHGF 571 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 572

Details: wagon ‘VHGF 572 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 573

Details: wagon ‘VHGF 573 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
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2.824. Wagon classification starting with ‘VHG’

Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 574

Details: wagon ‘VHGF 574 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 575

Details: wagon ‘VHGF 575 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes
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VHGF 576

Details: wagon ‘VHGF 576 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 577

Details: wagon ‘VHGF 577 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 577 Y
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 578

Details: wagon ‘VHGF 578 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
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2.824. Wagon classification starting with ‘VHG’

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 579

Details: wagon ‘VHGF 579 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 579 J
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 580

Details: wagon ‘VHGF 580 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 580 F
BSG Code: VBHG

Capacity of 58 tonnes
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26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 580 F’
02.05.1991 Repair ‘SIDE STEP’.

VHGF 581

Details: wagon ‘VHGF 581 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 582

Details: wagon ‘VHGF 582 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 583

Details: wagon ‘VHGF 583 C’ in AN ‘Mainland Division’.

Owner: V/LINE

20984



2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 583 J
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 583 J’

VHGF 584

Details: wagon ‘VHGF 584 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 584 S
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 584 S’

VHGF 585

Details: wagon ‘VHGF 585 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 585 E
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 585 E’

VHGF 586

Details: wagon ‘VHGF 586 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 586 N
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 586 N’

VHGF 587

Details: wagon ‘VHGF 587 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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2.824. Wagon classification starting with ‘VHG’

Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 588

Details: wagon ‘VHGF 588 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHGF 589

Details: wagon ‘VHGF 589 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 590

Details: wagon ‘VHGF 590 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 590 N
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 591

Details: wagon ‘VHGF 591 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 592

Details: wagon ‘VHGF 592 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
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2.824. Wagon classification starting with ‘VHG’

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 592 X
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 592 X’

VHGF 593

Details: wagon ‘VHGF 593 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 594

Details: wagon ‘VHGF 594 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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Remarks: EX VHGY 594 D
Wagon Width: 3048mm
Wagon Height: 3385mm
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 595

Details: wagon ‘VHGF 595 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 596

Details: wagon ‘VHGF 596 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGF 597

Details: wagon ‘VHGF 597 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes

VHGF 598

Details: wagon ‘VHGF 598 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 599

Details: wagon ‘VHGF 599 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 599 C
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 599 C’

VHGF 600

Details: wagon ‘VHGF 600 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 600
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 601

Details: wagon ‘VHGF 601 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VBHG

Capacity of 58 tonnes

VHGF 602

Details: wagon ‘VHGF 602 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 602 M
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 602 M’

VHGF 603

Details: wagon ‘VHGF 603 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

20993



2. TIMS GROUP INFORMATION - WAGONS

VHGF 604

Details: wagon ‘VHGF 604 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 604 H
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 604 H’
02.10.1991 Repair ‘STEP’.

VHGF 605

Details: wagon ‘VHGF 605 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 606

Details: wagon ‘VHGF 606 S’ in AN ‘Mainland Division’.

Owner: V/LINE
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2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 607

Details: wagon ‘VHGF 607 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 607 L
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 607 L’

VHGF 608

Details: wagon ‘VHGF 608 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 609

Details: wagon ‘VHGF 609 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 57 tonnes

VHGF 610

Details: wagon ‘VHGF 610 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 611

Details: wagon ‘VHGF 611 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 612

Details: wagon ‘VHGF 612 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 612 U
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 612 U’

VHGF 613

Details: wagon ‘VHGF 613 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 56 tonnes

VHGF 614

Details: wagon ‘VHGF 614 X’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

12.01.1995 Repair ‘VEHICLE COMPLETE’.

VHGF 615

Details: wagon ‘VHGF 615 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
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Remarks: EX VHGY 615 B
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 615 B’

VHGF 616

Details: wagon ‘VHGF 616 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHGF 617

Details: wagon ‘VHGF 617 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 618

Details: wagon ‘VHGF 618 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 619

Details: wagon ‘VHGF 619 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 619 Y
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 619 Y’

VHGF 620

Details: wagon ‘VHGF 620 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.824. Wagon classification starting with ‘VHG’

Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 621

Details: wagon ‘VHGF 621 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 622

Details: wagon ‘VHGF 622 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 623

Details: wagon ‘VHGF 623 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 623 Y
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 623 Y’

VHGF 624

Details: wagon ‘VHGF 624 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 625

Details: wagon ‘VHGF 625 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.824. Wagon classification starting with ‘VHG’

Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 625 J
BSG Code: VBHG

Capacity of 58 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGY 625 J’

VHGF 626

Details: wagon ‘VHGF 626 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 627

Details: wagon ‘VHGF 627 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 628

Details: wagon ‘VHGF 628 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 629

Details: wagon ‘VHGF 629 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 630

Details: wagon ‘VHGF 630 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 631

Details: wagon ‘VHGF 631 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 55 tonnes

VHGF 632

Details: wagon ‘VHGF 632 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 633

Details: wagon ‘VHGF 633 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

17.09.1989 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.

VHGF 634

Details: wagon ‘VHGF 634 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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VHGF 635

Details: wagon ‘VHGF 635 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHGF 636

Details: wagon ‘VHGF 636 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGF 637

Details: wagon ‘VHGF 637 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHGX 1

Details: wagon ‘VHGX 1 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

VHGX 2

22.06.1994 Reclassified from wagon ‘VHGX 2 M’ to ’ wagon ‘VHQF 212 P’.

VHGX 3

Details: wagon ‘VHGX 3 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

VHGX 4

22.06.1994 Reclassified from wagon ‘VHGX 4 H’ to ’ wagon ‘VHQF 214 K’.
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2.824. Wagon classification starting with ‘VHG’

VHGX 5

Details: wagon ‘VHGX 5 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 56 tonnes

VHGX 6

22.06.1994 Reclassified from wagon ‘VHGX 6 C’ to ’ wagon ‘VHQF 216 F’.

VHGX 7

Details: wagon ‘VHGX 7 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

Capacity of 75 tonnes

VHGX 8

Details: wagon ‘VHGX 8 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 58 tonnes

VHGX 9

Details: wagon ‘VHGX 9 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1995
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 58 tonnes

22.06.1994 Reclassified from wagon ‘VHGX 9 G’ to ’ wagon ‘VHQF 219 J’.

VHGX 10

Details: wagon ‘VHGX 10 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.07.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.824. Wagon classification starting with ‘VHG’

BSG Code: VXHZ

Capacity of 58 tonnes

VHGX 12

Details: wagon ‘VHGX 12 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHQF 222
BSG Code: VXHZ

Capacity of 56 tonnes

22.06.1994 Reclassified from wagon ‘VHGX 12 U’ to ’ wagon ‘VHQF 222 A’.
01.05.1995 Repair ‘VEHICLE RECLASSIFY’.
01.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VHQF 222 A’

VHGX 13

Details: wagon ‘VHGX 13 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

VHGX 14

Details: wagon ‘VHGX 14 P’ in AN ‘Mainland Division’.
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Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.09.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 75 tonnes

VHGX 15

Details: wagon ‘VHGX 15 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

VHGX 16

Details: wagon ‘VHGX 16 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

VHGX 17

Details: wagon ‘VHGX 17 T’ in AN ‘Mainland Division’.
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2.824. Wagon classification starting with ‘VHG’

Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXHZ

VHGX 19

Details: wagon ‘VHGX 19 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

VHGX 105

Details: wagon ‘VHGX 105 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 105 U
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
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28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VHGF 105 U’

VHGX 108

Details: wagon ‘VHGX 108 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 108 B
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 108 B’

VHGX 109

Details: wagon ‘VHGX 109 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 109 K
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 109 K’
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VHGX 146

Details: wagon ‘VHGX 146 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY146W/VHGF146P
BSG Code: VBHG

Capacity of 58 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 146 P’

VHGX 147

Details: wagon ‘VHGX 147 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 147 X; EX VHGF147 B
BSG Code: VBHG

Capacity of 58 tonnes

17.08.1994 Repair ‘VEHICLE RECLASSIFY’.
17.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 147 B’
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VHGX 151

Details: wagon ‘VHGX 151 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY151X/VHGF151B
BSG Code: VBHG

Capacity of 58 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 151 B’

VHGX 161

Details: wagon ‘VHGX 161 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 161 J
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 161 J’
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VHGX 172

Details: wagon ‘VHGX 172 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY172K/VHGF172D
BSG Code: VBHG

Capacity of 58 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 172 D’

VHGX 179

Details: wagon ‘VHGX 179 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 179 U
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 179 U’
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VHGX 181

Details: wagon ‘VHGX 181 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 181 J; EX VHGF 181 C
BSG Code: VBHG

Capacity of 58 tonnes

15.09.1994 Repair ‘VEHICLE RECLASSIFY’.
15.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 181 C’

VHGX 187

Details: wagon ‘VHGX 187 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY187R/VHGF187K
BSG Code: VBHG

Capacity of 58 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 187 K’
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VHGX 190

Details: wagon ‘VHGX 190 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 190 B
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 190 B’

VHGX 196

Details: wagon ‘VHGX 196 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY196Q/VHGF196J
BSG Code: VXHG

Capacity of 58 tonnes

24.01.1995 Repair ‘VEHICLE RECLASSIFY’.
24.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 196 J’
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VHGX 198

Details: wagon ‘VHGX 198 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGF 198 E
BSG Code: VBHG

Capacity of 55 tonnes

28.12.1994 Repair ‘VEHICLE RECLASSIFY’.
28.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 198 E’

VHGX 199

Details: wagon ‘VHGX 199 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 17tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY199U/VHGF199N
BSG Code: VBHG

Capacity of 58 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 199 N’
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2.824. Wagon classification starting with ‘VHG’

VHGX 203

18.10.1988 Reclassified from wagon ‘VHGX 203 M’ to ’ wagon ‘VHGF 203 J’.

VHGY 21

12.09.1991 Reclassified from wagon ‘VHGY 21 A’ to ’ wagon ‘VHGF 21 Q’.

VHGY 22

24.06.1989 Reclassified from wagon ‘VHGY 22 J’ to ’ wagon ‘VHGF 22 C’.

VHGY 24

24.06.1989 Reclassified from wagon ‘VHGY 24 E’ to ’ wagon ‘VHGF 24 U’.

VHGY 25

24.06.1989 Reclassified from wagon ‘VHGY 25 N’ to ’ wagon ‘VHGF 25 G’.

VHGY 26

24.06.1989 Reclassified from wagon ‘VHGY 26 W’ to ’ wagon ‘VHGF 26 P’.

VHGY 27

24.06.1989 Reclassified from wagon ‘VHGY 27 X’ to ’ wagon ‘VHGF 27 B’.

VHGY 32

13.10.1988 Reclassified from wagon ‘VHGY 32 R’ to ’ wagon ‘VHGF 32 K’.

VHGY 34

24.06.1989 Reclassified from wagon ‘VHGY 34 M’ to ’ wagon ‘VHGF 34 F’.

VHGY 38

24.06.1989 Reclassified from wagon ‘VHGY 38 C’ to ’ wagon ‘VHGF 38 S’.

VHGY 40

28.09.1988 Reclassified from wagon ‘VHGY 40 H’ to ’ wagon ‘VHGF 40 A’.

VHGY 41

24.06.1989 Reclassified from wagon ‘VHGY 41 Q’ to ’ wagon ‘VHGF 41 J’.

VHGY 42

24.06.1989 Reclassified from wagon ‘VHGY 42 C’ to ’ wagon ‘VHGF 42 S’.
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VHGY 43

22.01.1990 Reclassified from wagon ‘VHGY 43 L’ to ’ wagon ‘VHGF 43 E’.

VHGY 45

24.06.1989 Reclassified from wagon ‘VHGY 45 G’ to ’ wagon ‘VHGF 45 W’.

VHGY 46

24.06.1989 Reclassified from wagon ‘VHGY 46 P’ to ’ wagon ‘VHGF 46 X’.

VHGY 47

24.10.1988 Reclassified from wagon ‘VHGY 47 B’ to ’ wagon ‘VHGF 47 R’.

VHGY 48

24.06.1989 Reclassified from wagon ‘VHGY 48 K’ to ’ wagon ‘VHGF 48 D’.

VHGY 49

24.06.1989 Reclassified from wagon ‘VHGY 49 T’ to ’ wagon ‘VHGF 49 M’.

VHGY 57

01.06.1989 Reclassified from wagon ‘VHGY 57 J’ to ’ wagon ‘VHGF 57 C’.

VHGY 58

24.06.1989 Reclassified from wagon ‘VHGY 58 S’ to ’ wagon ‘VHGF 58 L’.

VHGY 59

24.06.1989 Reclassified from wagon ‘VHGY 59 E’ to ’ wagon ‘VHGF 59 U’.

VHGY 60

24.06.1989 Reclassified from wagon ‘VHGY 60 A’ to ’ wagon ‘VHGF 60 Q’.

VHGY 63

24.06.1989 Reclassified from wagon ‘VHGY 63 E’ to ’ wagon ‘VHGF 63 U’.

VHGY 65

18.10.1988 Reclassified from wagon ‘VHGY 65 W’ to ’ wagon ‘VHGF 65 P’.

VHGY 66

24.06.1989 Reclassified from wagon ‘VHGY 66 X’ to ’ wagon ‘VHGF 66 B’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 70

16.06.1989 Reclassified from wagon ‘VHGY 70 X’ to ’ wagon ‘VHGF 70 B’.

VHGY 73

05.10.1988 Reclassified from wagon ‘VHGY 73 M’ to ’ wagon ‘VHGF 73 F’.

VHGY 74

24.06.1989 Reclassified from wagon ‘VHGY 74 V’ to ’ wagon ‘VHGF 74 Y’.

VHGY 75

24.06.1989 Reclassified from wagon ‘VHGY 75 H’ to ’ wagon ‘VHGF 75 A’.

VHGY 79

11.10.1988 Reclassified from wagon ‘VHGY 79 U’ to ’ wagon ‘VHGF 79 N’.

VHGY 80

18.10.1988 Reclassified from wagon ‘VHGY 80 Q’ to ’ wagon ‘VHGF 80 J’.

VHGY 83

22.01.1990 Reclassified from wagon ‘VHGY 83 U’ to ’ wagon ‘VHGF 83 N’.

VHGY 85

15.09.1988 Reclassified from wagon ‘VHGY 85 P’ to ’ wagon ‘VHGF 85 X’.

VHGY 86

31.08.1991 Reclassified from wagon ‘VHGY 86 B’ to ’ wagon ‘VHGF 86 R’.

VHGY 87

24.06.1989 Reclassified from wagon ‘VHGY 87 K’ to ’ wagon ‘VHGF 87 D’.

VHGY 89

22.01.1990 Reclassified from wagon ‘VHGY 89 F’ to ’ wagon ‘VHGF 89 V’.

VHGY 90

28.09.1988 Reclassified from wagon ‘VHGY 90 B’ to ’ wagon ‘VHGF 90 R’.

VHGY 93

24.06.1989 Reclassified from wagon ‘VHGY 93 F’ to ’ wagon ‘VHGF 93 V’.
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2. TIMS GROUP INFORMATION - WAGONS

VHGY 94

24.06.1989 Reclassified from wagon ‘VHGY 94 Y’ to ’ wagon ‘VHGF 94 H’.

VHGY 96

24.06.1989 Reclassified from wagon ‘VHGY 96 J’ to ’ wagon ‘VHGF 96 C’.

VHGY 98

24.06.1989 Reclassified from wagon ‘VHGY 98 E’ to ’ wagon ‘VHGF 98 U’.

VHGY 101

24.06.1989 Reclassified from wagon ‘VHGY 101 Y’ to ’ wagon ‘VHGF 101 H’.

VHGY 102

04.01.1990 Reclassified from wagon ‘VHGY 102 A’ to ’ wagon ‘VHGF 102 Q’.

VHGY 104

01.06.1989 Reclassified from wagon ‘VHGY 104 S’ to ’ wagon ‘VHGF 104 L’.

VHGY 106

24.06.1989 Reclassified from wagon ‘VHGY 106 N’ to ’ wagon ‘VHGF 106 G’.

VHGY 109

24.06.1989 Reclassified from wagon ‘VHGY 109 R’ to ’ wagon ‘VHGF 109 K’.

VHGY 110

24.06.1989 Reclassified from wagon ‘VHGY 110 N’ to ’ wagon ‘VHGF 110 G’.

VHGY 112

12.09.1989 Reclassified from wagon ‘VHGY 112 X’ to ’ wagon ‘VHGF 112 B’.

VHGY 114

22.09.1988 Reclassified from wagon ‘VHGY 114 D’ to ’ wagon ‘VHGF 114 T’.

VHGY 115

24.06.1989 Reclassified from wagon ‘VHGY 115 M’ to ’ wagon ‘VHGF 115 F’.

VHGY 117

24.06.1989 Reclassified from wagon ‘VHGY 117 H’ to ’ wagon ‘VHGF 117 A’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 118

22.01.1990 Reclassified from wagon ‘VHGY 118 Q’ to ’ wagon ‘VHGF 118 J’.

VHGY 119

24.06.1989 Reclassified from wagon ‘VHGY 119 C’ to ’ wagon ‘VHGF 119 S’.

VHGY 120

24.06.1989 Reclassified from wagon ‘VHGY 120 V’ to ’ wagon ‘VHGF 120 Y’.

VHGY 121

28.09.1988 Reclassified from wagon ‘VHGY 121 H’ to ’ wagon ‘VHGF 121 A’.

VHGY 122

05.06.1989 Reclassified from wagon ‘VHGY 122 Q’ to ’ wagon ‘VHGF 122 J’.

VHGY 125

24.06.1989 Reclassified from wagon ‘VHGY 125 U’ to ’ wagon ‘VHGF 125 N’.

VHGY 126

25.06.1989 Reclassified from wagon ‘VHGY 126 G’ to ’ wagon ‘VHGF 126 W’.

VHGY 128

28.09.1988 Reclassified from wagon ‘VHGY 128 B’ to ’ wagon ‘VHGF 128 R’.

VHGY 131

25.06.1989 Reclassified from wagon ‘VHGY 131 P’ to ’ wagon ‘VHGF 131 X’.

VHGY 132

16.06.1989 Reclassified from wagon ‘VHGY 132 B’ to ’ wagon ‘VHGF 132 R’.

VHGY 134

25.06.1989 Reclassified from wagon ‘VHGY 134 T’ to ’ wagon ‘VHGF 134 M’.

VHGY 139

21.02.1989 Reclassified from wagon ‘VHGY 139 S’ to ’ wagon ‘VHGF 139 L’.

VHGY 141

03.09.1991 Reclassified from wagon ‘VHGY 141 A’ to ’ wagon ‘VHGF 141 Q’.
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2. TIMS GROUP INFORMATION - WAGONS

VHGY 143

28.09.1988 Reclassified from wagon ‘VHGY 143 S’ to ’ wagon ‘VHGF 143 L’.

VHGY 144

18.06.1992 Reclassified from wagon ‘VHGY 144 E’ to ’ wagon ‘VHGF 144 U’.

VHGY 146

18.10.1988 Reclassified from wagon ‘VHGY 146 W’ to ’ wagon ‘VHGF 146 P’.

VHGY 147

25.06.1989 Reclassified from wagon ‘VHGY 147 X’ to ’ wagon ‘VHGF 147 B’.

VHGY 148

25.06.1989 Reclassified from wagon ‘VHGY 148 R’ to ’ wagon ‘VHGF 148 K’.

VHGY 149

25.06.1989 Reclassified from wagon ‘VHGY 149 D’ to ’ wagon ‘VHGF 149 T’.

VHGY 151

25.06.1989 Reclassified from wagon ‘VHGY 151 X’ to ’ wagon ‘VHGF 151 B’.

VHGY 152

01.06.1989 Reclassified from wagon ‘VHGY 152 R’ to ’ wagon ‘VHGF 152 K’.

VHGY 153

25.06.1989 Reclassified from wagon ‘VHGY 153 D’ to ’ wagon ‘VHGF 153 T’.

VHGY 157

25.06.1989 Reclassified from wagon ‘VHGY 157 Q’ to ’ wagon ‘VHGF 157 J’.

VHGY 158

25.06.1989 Reclassified from wagon ‘VHGY 158 C’ to ’ wagon ‘VHGF 158 S’.

VHGY 159

25.06.1989 Reclassified from wagon ‘VHGY 159 L’ to ’ wagon ‘VHGF 159 E’.

VHGY 160

16.06.1989 Reclassified from wagon ‘VHGY 160 H’ to ’ wagon ‘VHGF 160 A’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 161

22.01.1990 Reclassified from wagon ‘VHGY 161 Q’ to ’ wagon ‘VHGF 161 J’.

VHGY 162

25.06.1989 Reclassified from wagon ‘VHGY 162 C’ to ’ wagon ‘VHGF 162 S’.

VHGY 164

25.06.1989 Reclassified from wagon ‘VHGY 164 U’ to ’ wagon ‘VHGF 164 N’.

VHGY 167

25.06.1989 Reclassified from wagon ‘VHGY 167 B’ to ’ wagon ‘VHGF 167 R’.

VHGY 169

25.06.1989 Reclassified from wagon ‘VHGY 169 T’ to ’ wagon ‘VHGF 169 M’.

VHGY 170

25.06.1989 Reclassified from wagon ‘VHGY 170 P’ to ’ wagon ‘VHGF 170 X’.

VHGY 172

25.06.1989 Reclassified from wagon ‘VHGY 172 K’ to ’ wagon ‘VHGF 172 D’.

VHGY 173

26.09.1988 Reclassified from wagon ‘VHGY 173 T’ to ’ wagon ‘VHGF 173 M’.

VHGY 175

25.06.1989 Reclassified from wagon ‘VHGY 175 Y’ to ’ wagon ‘VHGF 175 H’.

VHGY 176

20.06.1989 Reclassified from wagon ‘VHGY 176 A’ to ’ wagon ‘VHGF 176 Q’.

VHGY 178

26.09.1990 Reclassified from wagon ‘VHGY 178 S’ to ’ wagon ‘VHGF 178 L’.

VHGY 179

25.06.1989 Reclassified from wagon ‘VHGY 179 E’ to ’ wagon ‘VHGF 179 U’.

VHGY 180

25.06.1989 Reclassified from wagon ‘VHGY 180 A’ to ’ wagon ‘VHGF 180 Q’.
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2. TIMS GROUP INFORMATION - WAGONS

VHGY 181

25.06.1989 Reclassified from wagon ‘VHGY 181 J’ to ’ wagon ‘VHGF 181 C’.

VHGY 182

Details: wagon ‘VHGY 182 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 58 tonnes

VHGY 183

26.09.1988 Reclassified from wagon ‘VHGY 183 E’ to ’ wagon ‘VHGF 183 U’.

VHGY 184

25.06.1989 Reclassified from wagon ‘VHGY 184 N’ to ’ wagon ‘VHGF 184 G’.

VHGY 185

25.06.1989 Reclassified from wagon ‘VHGY 185 W’ to ’ wagon ‘VHGF 185 P’.

VHGY 187

28.09.1988 Reclassified from wagon ‘VHGY 187 R’ to ’ wagon ‘VHGF 187 K’.

VHGY 188

25.06.1989 Reclassified from wagon ‘VHGY 188 D’ to ’ wagon ‘VHGF 188 T’.

VHGY 189

25.06.1989 Reclassified from wagon ‘VHGY 189 M’ to ’ wagon ‘VHGF 189 F’.

VHGY 194

25.06.1989 Reclassified from wagon ‘VHGY 194 V’ to ’ wagon ‘VHGF 194 Y’.

21028



2.824. Wagon classification starting with ‘VHG’

VHGY 196

25.06.1989 Reclassified from wagon ‘VHGY 196 Q’ to ’ wagon ‘VHGF 196 J’.

VHGY 197

25.06.1989 Reclassified from wagon ‘VHGY 197 C’ to ’ wagon ‘VHGF 197 S’.

VHGY 198

25.06.1989 Reclassified from wagon ‘VHGY 198 L’ to ’ wagon ‘VHGF 198 E’.

VHGY 199

25.06.1989 Reclassified from wagon ‘VHGY 199 U’ to ’ wagon ‘VHGF 199 N’.

VHGY 200

09.06.1989 Reclassified from wagon ‘VHGY 200 M’ to ’ wagon ‘VHGF 200 F’.

VHGY 201

19.01.1988 Reclassified from wagon ‘VHGY 201 V’ to ’ wagon ‘VHGX 201 R’.

VHGY 202

25.06.1989 Reclassified from wagon ‘VHGY 202 H’ to ’ wagon ‘VHGF 202 A’.

VHGY 203

19.01.1988 Reclassified from wagon ‘VHGY 203 Q’ to ’ wagon ‘VHGX 203 M’.

VHGY 204

25.06.1989 Reclassified from wagon ‘VHGY 204 C’ to ’ wagon ‘VHGF 204 S’.

VHGY 205

25.06.1989 Reclassified from wagon ‘VHGY 205 L’ to ’ wagon ‘VHGF 205 E’.

VHGY 207

25.06.1989 Reclassified from wagon ‘VHGY 207 G’ to ’ wagon ‘VHGF 207 W’.

VHGY 208

01.06.1989 Reclassified from wagon ‘VHGY 208 P’ to ’ wagon ‘VHGF 208 X’.

VHGY 211

22.01.1990 Reclassified from wagon ‘VHGY 211 G’ to ’ wagon ‘VHGF 211 W’.
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2. TIMS GROUP INFORMATION - WAGONS

VHGY 213

Details: wagon ‘VHGY 213 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

VHGY 214

25.06.1989 Reclassified from wagon ‘VHGY 214 K’ to ’ wagon ‘VHGF 214 D’.

VHGY 215

09.06.1989 Reclassified from wagon ‘VHGY 215 T’ to ’ wagon ‘VHGF 215 M’.

VHGY 216

16.06.1989 Reclassified from wagon ‘VHGY 216 F’ to ’ wagon ‘VHGF 216 V’.

VHGY 218

25.06.1989 Reclassified from wagon ‘VHGY 218 A’ to ’ wagon ‘VHGF 218 Q’.

VHGY 220

21.06.1991 Reclassified from wagon ‘VHGY 220 F’ to ’ wagon ‘VHGF 220 V’.

VHGY 221

22.01.1990 Reclassified from wagon ‘VHGY 221 Y’ to ’ wagon ‘VHGF 221 H’.

VHGY 223

02.10.1990 Reclassified from wagon ‘VHGY 223 J’ to ’ wagon ‘VHGF 223 C’.

VHGY 224

13.10.1988 Reclassified from wagon ‘VHGY 224 S’ to ’ wagon ‘VHGF 224 L’.

VHGY 225

03.08.1990 Reclassified from wagon ‘VHGY 225 E’ to ’ wagon ‘VHGF 225 U’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 227

25.06.1989 Reclassified from wagon ‘VHGY 227 W’ to ’ wagon ‘VHGF 227 P’.

VHGY 228

25.06.1989 Reclassified from wagon ‘VHGY 228 X’ to ’ wagon ‘VHGF 228 B’.

VHGY 229

25.06.1989 Reclassified from wagon ‘VHGY 229 R’ to ’ wagon ‘VHGF 229 K’.

VHGY 230

25.06.1989 Reclassified from wagon ‘VHGY 230 N’ to ’ wagon ‘VHGF 230 G’.

VHGY 231

25.06.1989 Reclassified from wagon ‘VHGY 231 W’ to ’ wagon ‘VHGF 231 P’.

VHGY 233

27.09.1988 Reclassified from wagon ‘VHGY 233 R’ to ’ wagon ‘VHGF 233 K’.

VHGY 234

25.06.1989 Reclassified from wagon ‘VHGY 234 D’ to ’ wagon ‘VHGF 234 T’.

VHGY 235

26.09.1988 Reclassified from wagon ‘VHGY 235 M’ to ’ wagon ‘VHGF 235 F’.

VHGY 237

25.06.1989 Reclassified from wagon ‘VHGY 237 H’ to ’ wagon ‘VHGF 237 A’.

VHGY 238

25.06.1989 Reclassified from wagon ‘VHGY 238 Q’ to ’ wagon ‘VHGF 238 J’.

VHGY 239

25.06.1989 Reclassified from wagon ‘VHGY 239 C’ to ’ wagon ‘VHGF 239 S’.

VHGY 241

25.06.1989 Reclassified from wagon ‘VHGY 241 H’ to ’ wagon ‘VHGF 241 A’.

VHGY 242

25.06.1989 Reclassified from wagon ‘VHGY 242 Q’ to ’ wagon ‘VHGF 242 J’.

21031



2. TIMS GROUP INFORMATION - WAGONS

VHGY 243

25.06.1989 Reclassified from wagon ‘VHGY 243 C’ to ’ wagon ‘VHGF 243 S’.

VHGY 247

25.06.1989 Reclassified from wagon ‘VHGY 247 P’ to ’ wagon ‘VHGF 247 X’.

VHGY 249

22.01.1990 Reclassified from wagon ‘VHGY 249 K’ to ’ wagon ‘VHGF 249 D’.

VHGY 250

22.01.1990 Reclassified from wagon ‘VHGY 250 G’ to ’ wagon ‘VHGF 250 W’.

VHGY 251

25.06.1989 Reclassified from wagon ‘VHGY 251 P’ to ’ wagon ‘VHGF 251 X’.

VHGY 252

25.06.1989 Reclassified from wagon ‘VHGY 252 B’ to ’ wagon ‘VHGF 252 R’.

VHGY 253

25.06.1989 Reclassified from wagon ‘VHGY 253 K’ to ’ wagon ‘VHGF 253 D’.

VHGY 254

25.06.1989 Reclassified from wagon ‘VHGY 254 T’ to ’ wagon ‘VHGF 254 M’.

VHGY 255

25.06.1989 Reclassified from wagon ‘VHGY 255 F’ to ’ wagon ‘VHGF 255 V’.

VHGY 256

26.06.1989 Reclassified from wagon ‘VHGY 256 Y’ to ’ wagon ‘VHGF 256 H’.

VHGY 257

26.06.1989 Reclassified from wagon ‘VHGY 257 A’ to ’ wagon ‘VHGF 257 Q’.

VHGY 258

26.06.1989 Reclassified from wagon ‘VHGY 258 J’ to ’ wagon ‘VHGF 258 C’.

VHGY 259

26.06.1989 Reclassified from wagon ‘VHGY 259 S’ to ’ wagon ‘VHGF 259 L’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 260

26.06.1989 Reclassified from wagon ‘VHGY 260 Y’ to ’ wagon ‘VHGF 260 H’.

VHGY 261

26.06.1989 Reclassified from wagon ‘VHGY 261 A’ to ’ wagon ‘VHGF 261 Q’.

VHGY 262

26.06.1989 Reclassified from wagon ‘VHGY 262 J’ to ’ wagon ‘VHGF 262 C’.

VHGY 264

26.06.1989 Reclassified from wagon ‘VHGY 264 E’ to ’ wagon ‘VHGF 264 U’.

VHGY 265

26.06.1989 Reclassified from wagon ‘VHGY 265 N’ to ’ wagon ‘VHGF 265 G’.

VHGY 267

26.06.1989 Reclassified from wagon ‘VHGY 267 X’ to ’ wagon ‘VHGF 267 B’.

VHGY 270

05.10.1988 Reclassified from wagon ‘VHGY 270 W’ to ’ wagon ‘VHGF 270 P’.

VHGY 272

26.06.1989 Reclassified from wagon ‘VHGY 272 R’ to ’ wagon ‘VHGF 272 K’.

VHGY 273

26.06.1989 Reclassified from wagon ‘VHGY 273 D’ to ’ wagon ‘VHGF 273 T’.

VHGY 277

12.09.1991 Reclassified from wagon ‘VHGY 277 Q’ to ’ wagon ‘VHGF 277 J’.

VHGY 278

26.06.1989 Reclassified from wagon ‘VHGY 278 C’ to ’ wagon ‘VHGF 278 S’.

VHGY 281

19.01.1988 Reclassified from wagon ‘VHGY 281 Q’ to ’ wagon ‘VHGF 281 J’.

VHGY 283

26.06.1989 Reclassified from wagon ‘VHGY 283 L’ to ’ wagon ‘VHGF 283 E’.
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2. TIMS GROUP INFORMATION - WAGONS

VHGY 284

26.06.1989 Reclassified from wagon ‘VHGY 284 U’ to ’ wagon ‘VHGF 284 N’.

VHGY 289

26.06.1989 Reclassified from wagon ‘VHGY 289 T’ to ’ wagon ‘VHGF 289 M’.

VHGY 290

26.06.1989 Reclassified from wagon ‘VHGY 290 P’ to ’ wagon ‘VHGF 290 X’.

VHGY 293

19.01.1988 Reclassified from wagon ‘VHGY 293 T’ to ’ wagon ‘VHGF 293 M’.

VHGY 295

26.06.1989 Reclassified from wagon ‘VHGY 295 Y’ to ’ wagon ‘VHGF 295 H’.

VHGY 296

26.06.1989 Reclassified from wagon ‘VHGY 296 A’ to ’ wagon ‘VHGF 296 Q’.

VHGY 297

04.01.1990 Reclassified from wagon ‘VHGY 297 J’ to ’ wagon ‘VHGF 297 C’.

VHGY 298

26.06.1989 Reclassified from wagon ‘VHGY 298 S’ to ’ wagon ‘VHGF 298 L’.

VHGY 300

Details: wagon ‘VHGY 300 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.824. Wagon classification starting with ‘VHG’

VHGY 301

26.06.1989 Reclassified from wagon ‘VHGY 301 F’ to ’ wagon ‘VHGF 301 V’.

VHGY 303

26.06.1989 Reclassified from wagon ‘VHGY 303 A’ to ’ wagon ‘VHGF 303 Q’.

VHGY 304

19.01.1988 Reclassified from wagon ‘VHGY 304 J’ to ’ wagon ‘VHGF 304 C’.

VHGY 305

26.06.1989 Reclassified from wagon ‘VHGY 305 S’ to ’ wagon ‘VHGF 305 L’.

VHGY 306

26.06.1989 Reclassified from wagon ‘VHGY 306 E’ to ’ wagon ‘VHGF 306 U’.

VHGY 307

20.02.1989 Reclassified from wagon ‘VHGY 307 N’ to ’ wagon ‘VHGF 307 G’.

VHGY 308

26.06.1989 Reclassified from wagon ‘VHGY 308 W’ to ’ wagon ‘VHGF 308 P’.

VHGY 310

26.06.1989 Reclassified from wagon ‘VHGY 310 E’ to ’ wagon ‘VHGF 310 U’.

VHGY 311

26.06.1989 Reclassified from wagon ‘VHGY 311 N’ to ’ wagon ‘VHGF 311 G’.

VHGY 312

26.06.1989 Reclassified from wagon ‘VHGY 312 W’ to ’ wagon ‘VHGF 312 P’.

VHGY 314

02.07.1989 Reclassified from wagon ‘VHGY 314 R’ to ’ wagon ‘VHGF 314 K’.

VHGY 318

09.06.1989 Reclassified from wagon ‘VHGY 318 H’ to ’ wagon ‘VHGF 318 A’.

VHGY 319

02.07.1989 Reclassified from wagon ‘VHGY 319 Q’ to ’ wagon ‘VHGF 319 J’.
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VHGY 320

21.05.1991 Reclassified from wagon ‘VHGY 320 M’ to ’ wagon ‘VHGF 320 F’.

VHGY 322

02.07.1989 Reclassified from wagon ‘VHGY 322 H’ to ’ wagon ‘VHGF 322 A’.

VHGY 323

02.07.1989 Reclassified from wagon ‘VHGY 323 Q’ to ’ wagon ‘VHGF 323 J’.

VHGY 324

02.07.1989 Reclassified from wagon ‘VHGY 324 C’ to ’ wagon ‘VHGF 324 S’.

VHGY 326

02.07.1989 Reclassified from wagon ‘VHGY 326 U’ to ’ wagon ‘VHGF 326 N’.

VHGY 328

16.06.1989 Reclassified from wagon ‘VHGY 328 P’ to ’ wagon ‘VHGF 328 X’.

VHGY 329

02.07.1989 Reclassified from wagon ‘VHGY 329 B’ to ’ wagon ‘VHGF 329 R’.

VHGY 330

23.09.1991 Reclassified from wagon ‘VHGY 330 U’ to ’ wagon ‘VHGF 330 N’.

VHGY 333

02.07.1989 Reclassified from wagon ‘VHGY 333 B’ to ’ wagon ‘VHGF 333 R’.

VHGY 335

02.07.1989 Reclassified from wagon ‘VHGY 335 T’ to ’ wagon ‘VHGF 335 M’.

VHGY 338

02.07.1989 Reclassified from wagon ‘VHGY 338 A’ to ’ wagon ‘VHGF 338 Q’.

VHGY 341

02.07.1989 Reclassified from wagon ‘VHGY 341 Y’ to ’ wagon ‘VHGF 341 H’.

VHGY 343

02.07.1989 Reclassified from wagon ‘VHGY 343 J’ to ’ wagon ‘VHGF 343 C’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 344

01.06.1989 Reclassified from wagon ‘VHGY 344 S’ to ’ wagon ‘VHGF 344 L’.

VHGY 345

02.07.1989 Reclassified from wagon ‘VHGY 345 E’ to ’ wagon ‘VHGF 345 U’.

VHGY 347

09.06.1989 Reclassified from wagon ‘VHGY 347 W’ to ’ wagon ‘VHGF 347 P’.

VHGY 348

02.07.1989 Reclassified from wagon ‘VHGY 348 X’ to ’ wagon ‘VHGF 348 B’.

VHGY 349

02.07.1989 Reclassified from wagon ‘VHGY 349 R’ to ’ wagon ‘VHGF 349 K’.

VHGY 352

02.07.1989 Reclassified from wagon ‘VHGY 352 X’ to ’ wagon ‘VHGF 352 B’.

VHGY 353

02.07.1989 Reclassified from wagon ‘VHGY 353 R’ to ’ wagon ‘VHGF 353 K’.

VHGY 354

02.07.1989 Reclassified from wagon ‘VHGY 354 D’ to ’ wagon ‘VHGF 354 T’.

VHGY 355

02.07.1989 Reclassified from wagon ‘VHGY 355 M’ to ’ wagon ‘VHGF 355 F’.

VHGY 356

15.09.1988 Reclassified from wagon ‘VHGY 356 V’ to ’ wagon ‘VHGF 356 Y’.

VHGY 359

02.07.1989 Reclassified from wagon ‘VHGY 359 C’ to ’ wagon ‘VHGF 359 S’.

VHGY 360

Details: wagon ‘VHGY 360 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

VHGY 361

22.01.1990 Reclassified from wagon ‘VHGY 361 H’ to ’ wagon ‘VHGF 361 A’.

VHGY 364

02.07.1989 Reclassified from wagon ‘VHGY 364 L’ to ’ wagon ‘VHGF 364 E’.

VHGY 366

02.07.1989 Reclassified from wagon ‘VHGY 366 G’ to ’ wagon ‘VHGF 366 W’.

VHGY 367

27.09.1988 Reclassified from wagon ‘VHGY 367 P’ to ’ wagon ‘VHGF 367 X’.

VHGY 371

02.07.1989 Reclassified from wagon ‘VHGY 371 P’ to ’ wagon ‘VHGF 371 X’.

VHGY 373

02.07.1989 Reclassified from wagon ‘VHGY 373 K’ to ’ wagon ‘VHGF 373 D’.

VHGY 374

02.07.1989 Reclassified from wagon ‘VHGY 374 T’ to ’ wagon ‘VHGF 374 M’.

VHGY 375

05.06.1992 Reclassified from wagon ‘VHGY 375 F’ to ’ wagon ‘VHGF 375 V’.

VHGY 376

02.07.1989 Reclassified from wagon ‘VHGY 376 Y’ to ’ wagon ‘VHGF 376 H’.

VHGY 379

11.03.1992 Reclassified from wagon ‘VHGY 379 S’ to ’ wagon ‘VHGF 379 L’.
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2.824. Wagon classification starting with ‘VHG’

VHGY 380

15.09.1989 Reclassified from wagon ‘VHGY 380 Y’ to ’ wagon ‘VHGF 380 H’.

VHGY 381

22.01.1990 Reclassified from wagon ‘VHGY 381 A’ to ’ wagon ‘VHGF 381 Q’.

VHGY 384

01.06.1989 Reclassified from wagon ‘VHGY 384 E’ to ’ wagon ‘VHGF 384 U’.

VHGY 385

02.07.1989 Reclassified from wagon ‘VHGY 385 N’ to ’ wagon ‘VHGF 385 G’.

VHGY 386

02.07.1989 Reclassified from wagon ‘VHGY 386 W’ to ’ wagon ‘VHGF 386 P’.

VHGY 388

02.07.1989 Reclassified from wagon ‘VHGY 388 R’ to ’ wagon ‘VHGF 388 K’.

VHGY 390

02.07.1989 Reclassified from wagon ‘VHGY 390 W’ to ’ wagon ‘VHGF 390 P’.

VHGY 391

20.06.1989 Reclassified from wagon ‘VHGY 391 X’ to ’ wagon ‘VHGF 391 B’.

VHGY 393

02.07.1989 Reclassified from wagon ‘VHGY 393 D’ to ’ wagon ‘VHGF 393 T’.

VHGY 394

22.01.1990 Reclassified from wagon ‘VHGY 394 M’ to ’ wagon ‘VHGF 394 F’.

VHGY 395

01.05.1991 Reclassified from wagon ‘VHGY 395 V’ to ’ wagon ‘VHGF 395 Y’.

VHGY 396

02.07.1989 Reclassified from wagon ‘VHGY 396 H’ to ’ wagon ‘VHGF 396 A’.

VHGY 397

05.06.1989 Reclassified from wagon ‘VHGY 397 Q’ to ’ wagon ‘VHGF 397 J’.
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VHGY 398

22.01.1990 Reclassified from wagon ‘VHGY 398 C’ to ’ wagon ‘VHGF 398 S’.

VHGY 399

22.01.1990 Reclassified from wagon ‘VHGY 399 L’ to ’ wagon ‘VHGF 399 E’.

VHGY 400

26.09.1988 Reclassified from wagon ‘VHGY 400 D’ to ’ wagon ‘VHGF 400 T’.

VHGY 401

01.06.1989 Reclassified from wagon ‘VHGY 401 M’ to ’ wagon ‘VHGF 401 F’.

VHGY 402

16.06.1989 Reclassified from wagon ‘VHGY 402 V’ to ’ wagon ‘VHGF 402 Y’.

VHGY 403

02.07.1989 Reclassified from wagon ‘VHGY 403 H’ to ’ wagon ‘VHGF 403 A’.

VHGY 404

02.07.1989 Reclassified from wagon ‘VHGY 404 Q’ to ’ wagon ‘VHGF 404 J’.

VHGY 406

02.07.1989 Reclassified from wagon ‘VHGY 406 L’ to ’ wagon ‘VHGF 406 E’.

VHGY 410

02.07.1989 Reclassified from wagon ‘VHGY 410 L’ to ’ wagon ‘VHGF 410 E’.

VHGY 411

02.07.1989 Reclassified from wagon ‘VHGY 411 U’ to ’ wagon ‘VHGF 411 N’.

VHGY 415

11.09.1990 Reclassified from wagon ‘VHGY 415 K’ to ’ wagon ‘VHGF 415 D’.

VHGY 417

02.07.1989 Reclassified from wagon ‘VHGY 417 F’ to ’ wagon ‘VHGF 417 V’.

VHGY 418

02.07.1989 Reclassified from wagon ‘VHGY 418 Y’ to ’ wagon ‘VHGF 418 H’.
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VHGY 420

02.07.1989 Reclassified from wagon ‘VHGY 420 T’ to ’ wagon ‘VHGF 420 M’.

VHGY 421

02.07.1989 Reclassified from wagon ‘VHGY 421 F’ to ’ wagon ‘VHGF 421 V’.

VHGY 424

27.07.1995 Reclassified from wagon ‘VHGY 424 J’ to ’ wagon ‘VHGF 424 C’.

VHGY 425

02.07.1989 Reclassified from wagon ‘VHGY 425 S’ to ’ wagon ‘VHGF 425 L’.

VHGY 426

02.07.1989 Reclassified from wagon ‘VHGY 426 E’ to ’ wagon ‘VHGF 426 U’.

VHGY 427

02.07.1989 Reclassified from wagon ‘VHGY 427 N’ to ’ wagon ‘VHGF 427 G’.

VHGY 428

02.07.1989 Reclassified from wagon ‘VHGY 428 W’ to ’ wagon ‘VHGF 428 P’.

VHGY 429

02.07.1989 Reclassified from wagon ‘VHGY 429 X’ to ’ wagon ‘VHGF 429 B’.

VHGY 430

24.01.1989 Reclassified from wagon ‘VHGY 430 E’ to ’ wagon ‘VHGF 430 U’.

VHGY 435

02.07.1989 Reclassified from wagon ‘VHGY 435 D’ to ’ wagon ‘VHGF 435 T’.

VHGY 436

02.07.1989 Reclassified from wagon ‘VHGY 436 M’ to ’ wagon ‘VHGF 436 F’.

VHGY 438

24.07.1995 Reclassified from wagon ‘VHGY 438 H’ to ’ wagon ‘VHGF 438 A’.

VHGY 439

05.06.1989 Reclassified from wagon ‘VHGY 439 Q’ to ’ wagon ‘VHGF 439 J’.
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VHGY 440

02.07.1989 Reclassified from wagon ‘VHGY 440 M’ to ’ wagon ‘VHGF 440 F’.

VHGY 441

20.07.1991 Reclassified from wagon ‘VHGY 441 V’ to ’ wagon ‘VHGF 441 Y’.

VHGY 444

02.07.1989 Reclassified from wagon ‘VHGY 444 C’ to ’ wagon ‘VHGF 444 S’.

VHGY 445

02.07.1989 Reclassified from wagon ‘VHGY 445 L’ to ’ wagon ‘VHGF 445 E’.

VHGY 446

02.07.1989 Reclassified from wagon ‘VHGY 446 U’ to ’ wagon ‘VHGF 446 N’.

VHGY 447

02.07.1989 Reclassified from wagon ‘VHGY 447 G’ to ’ wagon ‘VHGF 447 W’.

VHGY 448

02.07.1989 Reclassified from wagon ‘VHGY 448 P’ to ’ wagon ‘VHGF 448 X’.

VHGY 450

22.01.1990 Reclassified from wagon ‘VHGY 450 U’ to ’ wagon ‘VHGF 450 N’.

VHGY 451

22.09.1988 Reclassified from wagon ‘VHGY 451 G’ to ’ wagon ‘VHGF 451 W’.

VHGY 452

22.01.1990 Reclassified from wagon ‘VHGY 452 P’ to ’ wagon ‘VHGF 452 X’.

VHGY 453

20.06.1989 Reclassified from wagon ‘VHGY 453 B’ to ’ wagon ‘VHGF 453 R’.

VHGY 454

08.10.1991 Reclassified from wagon ‘VHGY 454 K’ to ’ wagon ‘VHGF 454 D’.

VHGY 455

02.07.1989 Reclassified from wagon ‘VHGY 455 T’ to ’ wagon ‘VHGF 455 M’.
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VHGY 457

02.07.1989 Reclassified from wagon ‘VHGY 457 Y’ to ’ wagon ‘VHGF 457 H’.

VHGY 458

02.07.1989 Reclassified from wagon ‘VHGY 458 A’ to ’ wagon ‘VHGF 458 Q’.

VHGY 460

26.07.1989 Reclassified from wagon ‘VHGY 460 F’ to ’ wagon ‘VHGF 460 V’.

VHGY 462

26.07.1989 Reclassified from wagon ‘VHGY 462 A’ to ’ wagon ‘VHGF 462 Q’.

VHGY 466

26.07.1989 Reclassified from wagon ‘VHGY 466 N’ to ’ wagon ‘VHGF 466 G’.

VHGY 467

04.04.1995 Reclassified from wagon ‘VHGY 467 W’ to ’ wagon ‘VHGF 467 P’.

VHGY 470

20.06.1989 Reclassified from wagon ‘VHGY 470 N’ to ’ wagon ‘VHGF 470 G’.

VHGY 472

26.07.1989 Reclassified from wagon ‘VHGY 472 X’ to ’ wagon ‘VHGF 472 B’.

VHGY 473

26.07.1989 Reclassified from wagon ‘VHGY 473 R’ to ’ wagon ‘VHGF 473 K’.

VHGY 474

26.07.1989 Reclassified from wagon ‘VHGY 474 D’ to ’ wagon ‘VHGF 474 T’.

VHGY 475

26.07.1989 Reclassified from wagon ‘VHGY 475 M’ to ’ wagon ‘VHGF 475 F’.

VHGY 476

26.07.1989 Reclassified from wagon ‘VHGY 476 V’ to ’ wagon ‘VHGF 476 Y’.

VHGY 477

26.07.1989 Reclassified from wagon ‘VHGY 477 H’ to ’ wagon ‘VHGF 477 A’.
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VHGY 478

26.07.1989 Reclassified from wagon ‘VHGY 478 Q’ to ’ wagon ‘VHGF 478 J’.

VHGY 479

05.06.1989 Reclassified from wagon ‘VHGY 479 C’ to ’ wagon ‘VHGF 479 S’.

VHGY 481

13.03.1992 Reclassified from wagon ‘VHGY 481 H’ to ’ wagon ‘VHGF 481 A’.

VHGY 482

03.11.1994 Reclassified from wagon ‘VHGY 482 Q’ to ’ wagon ‘VHGF 482 J’.

VHGY 483

05.06.1989 Reclassified from wagon ‘VHGY 483 C’ to ’ wagon ‘VHGF 483 S’.

VHGY 485

26.07.1989 Reclassified from wagon ‘VHGY 485 U’ to ’ wagon ‘VHGF 485 N’.

VHGY 486

26.07.1989 Reclassified from wagon ‘VHGY 486 G’ to ’ wagon ‘VHGF 486 W’.

VHGY 488

26.07.1989 Reclassified from wagon ‘VHGY 488 B’ to ’ wagon ‘VHGF 488 R’.

VHGY 489

24.10.1988 Reclassified from wagon ‘VHGY 489 K’ to ’ wagon ‘VHGF 489 D’.

VHGY 490

26.07.1989 Reclassified from wagon ‘VHGY 490 G’ to ’ wagon ‘VHGF 490 W’.

VHGY 492

26.07.1989 Reclassified from wagon ‘VHGY 492 B’ to ’ wagon ‘VHGF 492 R’.

VHGY 493

26.07.1989 Reclassified from wagon ‘VHGY 493 K’ to ’ wagon ‘VHGF 493 D’.

VHGY 496

26.08.1991 Reclassified from wagon ‘VHGY 496 Y’ to ’ wagon ‘VHGF 496 H’.
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VHGY 501

15.07.1989 Reclassified from wagon ‘VHGY 501 T’ to ’ wagon ‘VHGF 501 M’.

VHGY 504

26.07.1989 Reclassified from wagon ‘VHGY 504 A’ to ’ wagon ‘VHGF 504 Q’.

VHGY 505

21.07.1989 Reclassified from wagon ‘VHGY 505 J’ to ’ wagon ‘VHGF 505 C’.

VHGY 506

Details: wagon ‘VHGY 506 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

VHGY 507

26.07.1989 Reclassified from wagon ‘VHGY 507 E’ to ’ wagon ‘VHGF 507 U’.

VHGY 509

26.07.1989 Reclassified from wagon ‘VHGY 509 W’ to ’ wagon ‘VHGF 509 P’.

VHGY 511

Details: wagon ‘VHGY 511 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHGY 513

27.09.1988 Reclassified from wagon ‘VHGY 513 W’ to ’ wagon ‘VHGF 513 P’.

VHGY 515

14.09.1989 Reclassified from wagon ‘VHGY 515 R’ to ’ wagon ‘VHGF 515 K’.

VHGY 517

15.07.1989 Reclassified from wagon ‘VHGY 517 M’ to ’ wagon ‘VHGF 517 F’.

VHGY 524

26.07.1989 Reclassified from wagon ‘VHGY 524 Q’ to ’ wagon ‘VHGF 524 J’.

VHGY 526

26.07.1989 Reclassified from wagon ‘VHGY 526 L’ to ’ wagon ‘VHGF 526 E’.

VHGY 527

20.02.1989 Reclassified from wagon ‘VHGY 527 U’ to ’ wagon ‘VHGF 527 N’.

VHGY 528

26.07.1989 Reclassified from wagon ‘VHGY 528 G’ to ’ wagon ‘VHGF 528 W’.

VHGY 531

22.09.1988 Reclassified from wagon ‘VHGY 531 U’ to ’ wagon ‘VHGF 531 N’.

VHGY 532

26.07.1989 Reclassified from wagon ‘VHGY 532 G’ to ’ wagon ‘VHGF 532 W’.

VHGY 533

04.01.1990 Reclassified from wagon ‘VHGY 533 P’ to ’ wagon ‘VHGF 533 X’.

VHGY 534

16.06.1989 Reclassified from wagon ‘VHGY 534 B’ to ’ wagon ‘VHGF 534 R’.
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VHGY 535

26.07.1989 Reclassified from wagon ‘VHGY 535 K’ to ’ wagon ‘VHGF 535 D’.

VHGY 536

26.07.1989 Reclassified from wagon ‘VHGY 536 T’ to ’ wagon ‘VHGF 536 M’.

VHGY 538

26.07.1989 Reclassified from wagon ‘VHGY 538 Y’ to ’ wagon ‘VHGF 538 H’.

VHGY 540

21.07.1989 Reclassified from wagon ‘VHGY 540 T’ to ’ wagon ‘VHGF 540 M’.

VHGY 541

26.07.1989 Reclassified from wagon ‘VHGY 541 F’ to ’ wagon ‘VHGF 541 V’.

VHGY 544

21.07.1989 Reclassified from wagon ‘VHGY 544 J’ to ’ wagon ‘VHGF 544 C’.

VHGY 545

06.09.1990 Reclassified from wagon ‘VHGY 545 S’ to ’ wagon ‘VHGF 545 L’.

VHGY 546

26.07.1989 Reclassified from wagon ‘VHGY 546 E’ to ’ wagon ‘VHGF 546 U’.

VHGY 547

26.07.1989 Reclassified from wagon ‘VHGY 547 N’ to ’ wagon ‘VHGF 547 G’.

VHGY 549

21.07.1989 Reclassified from wagon ‘VHGY 549 X’ to ’ wagon ‘VHGF 549 B’.

VHGY 551

06.06.1989 Reclassified from wagon ‘VHGY 551 N’ to ’ wagon ‘VHGF 551 G’.

VHGY 552

26.07.1989 Reclassified from wagon ‘VHGY 552 W’ to ’ wagon ‘VHGF 552 P’.

VHGY 553

26.07.1989 Reclassified from wagon ‘VHGY 553 X’ to ’ wagon ‘VHGF 553 B’.
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VHGY 554

26.07.1989 Reclassified from wagon ‘VHGY 554 R’ to ’ wagon ‘VHGF 554 K’.

VHGY 556

26.07.1989 Reclassified from wagon ‘VHGY 556 M’ to ’ wagon ‘VHGF 556 F’.

VHGY 557

26.09.1988 Reclassified from wagon ‘VHGY 557 V’ to ’ wagon ‘VHGF 557 Y’.

VHGY 558

26.07.1989 Reclassified from wagon ‘VHGY 558 H’ to ’ wagon ‘VHGF 558 A’.

VHGY 559

26.07.1989 Reclassified from wagon ‘VHGY 559 Q’ to ’ wagon ‘VHGF 559 J’.

VHGY 562

26.07.1989 Reclassified from wagon ‘VHGY 562 H’ to ’ wagon ‘VHGF 562 A’.

VHGY 564

01.06.1989 Reclassified from wagon ‘VHGY 564 C’ to ’ wagon ‘VHGF 564 S’.

VHGY 568

29.09.1988 Reclassified from wagon ‘VHGY 568 P’ to ’ wagon ‘VHGF 568 X’.

VHGY 569

26.07.1989 Reclassified from wagon ‘VHGY 569 B’ to ’ wagon ‘VHGF 569 R’.

VHGY 577

09.06.1989 Reclassified from wagon ‘VHGY 577 Y’ to ’ wagon ‘VHGF 577 H’.

VHGY 579

01.06.1989 Reclassified from wagon ‘VHGY 579 J’ to ’ wagon ‘VHGF 579 C’.

VHGY 580

26.07.1989 Reclassified from wagon ‘VHGY 580 F’ to ’ wagon ‘VHGF 580 V’.

VHGY 583

26.07.1989 Reclassified from wagon ‘VHGY 583 J’ to ’ wagon ‘VHGF 583 C’.

21048



2.824. Wagon classification starting with ‘VHG’

VHGY 584

26.07.1989 Reclassified from wagon ‘VHGY 584 S’ to ’ wagon ‘VHGF 584 L’.

VHGY 585

26.07.1989 Reclassified from wagon ‘VHGY 585 E’ to ’ wagon ‘VHGF 585 U’.

VHGY 586

26.07.1989 Reclassified from wagon ‘VHGY 586 N’ to ’ wagon ‘VHGF 586 G’.

VHGY 590

09.06.1989 Reclassified from wagon ‘VHGY 590 N’ to ’ wagon ‘VHGF 590 G’.

VHGY 592

26.07.1989 Reclassified from wagon ‘VHGY 592 X’ to ’ wagon ‘VHGF 592 B’.

VHGY 594

28.09.1988 Reclassified from wagon ‘VHGY 594 D’ to ’ wagon ‘VHGF 594 T’.

VHGY 599

26.07.1989 Reclassified from wagon ‘VHGY 599 C’ to ’ wagon ‘VHGF 599 S’.

VHGY 602

26.07.1989 Reclassified from wagon ‘VHGY 602 M’ to ’ wagon ‘VHGF 602 F’.

VHGY 604

26.07.1989 Reclassified from wagon ‘VHGY 604 H’ to ’ wagon ‘VHGF 604 A’.

VHGY 607

26.07.1989 Reclassified from wagon ‘VHGY 607 L’ to ’ wagon ‘VHGF 607 E’.

VHGY 612

26.07.1989 Reclassified from wagon ‘VHGY 612 U’ to ’ wagon ‘VHGF 612 N’.

VHGY 615

26.07.1989 Reclassified from wagon ‘VHGY 615 B’ to ’ wagon ‘VHGF 615 R’.

VHGY 619

26.07.1989 Reclassified from wagon ‘VHGY 619 Y’ to ’ wagon ‘VHGF 619 H’.
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VHGY 622

16.06.1989 Reclassified from wagon ‘VHGY 622 F’ to ’ wagon ‘VHGF 622 V’.

VHGY 623

26.07.1989 Reclassified from wagon ‘VHGY 623 Y’ to ’ wagon ‘VHGF 623 H’.

VHGY 625

26.07.1989 Reclassified from wagon ‘VHGY 625 J’ to ’ wagon ‘VHGF 625 C’.

2.825 Wagon classification starting with ‘VHH’

VHHF 813

Details: wagon ‘VHHF 813 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 814

Details: wagon ‘VHHF 814 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 814

21050



2.825. Wagon classification starting with ‘VHH’

BSG Code: VBHG

Capacity of 53 tonnes

VHHF 815

Details: wagon ‘VHHF 815 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 815 S
BSG Code: VBHG

Capacity of 53 tonnes

15.07.1989 Repair ‘VEHICLE RECLASSIFY’.
15.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 815 S’

VHHF 816

Details: wagon ‘VHHF 816 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

11.12.1990 Reclassified from wagon ‘VHHF 816 U’ to ’ wagon ‘VHHX 727 K’.
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VHHF 817

Details: wagon ‘VHHF 817 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 817 N
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 817 N’

VHHF 818

Details: wagon ‘VHHF 818 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 818 W
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 818 W’
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VHHF 819

Details: wagon ‘VHHF 819 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 819 X
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 819 X’

VHHF 820

Details: wagon ‘VHHF 820 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 820 E
BSG Code: VBHG

Capacity of 53 tonnes

23.01.1990 Repair ‘VEHICLE RECLASSIFY’.
23.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 820 E’
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VHHF 821

Details: wagon ‘VHHF 821 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 822

Details: wagon ‘VHHF 822 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 822 W
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 823

Details: wagon ‘VHHF 823 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 823 X
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 823 X’

VHHF 824

Details: wagon ‘VHHF 824 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 825

Details: wagon ‘VHHF 825 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
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BSG Code: VBHG

Capacity of 53 tonnes

VHHF 826

Details: wagon ‘VHHF 826 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 826 M
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 826 M’

VHHF 827

Details: wagon ‘VHHF 827 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 827 V
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘VHHY 827 V’

VHHF 828

Details: wagon ‘VHHF 828 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 828 H’
08.11.1990 Reclassified from wagon ‘VHHF 828 A’ to ’ wagon ‘VHHX 726 B’.

VHHF 829

Details: wagon ‘VHHF 829 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 829 Q
BSG Code: VBHG

Capacity of 53 tonnes
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VHHF 830

Details: wagon ‘VHHF 830 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 830 M
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 830 M’

VHHF 831

Details: wagon ‘VHHF 831 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 831 V
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 831 V’
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VHHF 832

Details: wagon ‘VHHF 832 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 834

Details: wagon ‘VHHF 834 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 834 C
BSG Code: VBHG

Capacity of 53 tonnes

26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 834 C’

VHHF 835

Details: wagon ‘VHHF 835 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 836

Details: wagon ‘VHHF 836 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 837

Details: wagon ‘VHHF 837 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 837 G
BSG Code: VBHG
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Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 837 G’

VHHF 838

Details: wagon ‘VHHF 838 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 838 P’
11.12.1990 Reclassified from wagon ‘VHHF 838 X’ to ’ wagon ‘VHHX 729 F’.

VHHF 839

Details: wagon ‘VHHF 839 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes
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VHHF 840

Details: wagon ‘VHHF 840 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 840 U
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 840 U’

VHHF 841

Details: wagon ‘VHHF 841 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 841 G
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 841 G’
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VHHF 842

Details: wagon ‘VHHF 842 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 843

Details: wagon ‘VHHF 843 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 843 B
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 843 B’

VHHF 844

Details: wagon ‘VHHF 844 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 844 K’
08.11.1990 Reclassified from wagon ‘VHHF 844 D’ to ’ wagon ‘VHHX 725 P’.

VHHF 845

Details: wagon ‘VHHF 845 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 845 T
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 845 T’

VHHF 846

Details: wagon ‘VHHF 846 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 846 F
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 846 F’

VHHF 847

Details: wagon ‘VHHF 847 H’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHHF 848

Details: wagon ‘VHHF 848 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
Remarks: EX VHHY 848 A
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 849

Details: wagon ‘VHHF 849 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 849 J
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 849 J’

VHHF 850

Details: wagon ‘VHHF 850 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 850 F
BSG Code: VBHG

Capacity of 53 tonnes
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27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 850 F’

VHHF 851

Details: wagon ‘VHHF 851 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 851 Y
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 851 Y’

VHHF 852

Details: wagon ‘VHHF 852 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 852 A
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
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27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘VHHY 852 A’

VHHF 853

Details: wagon ‘VHHF 853 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 53 tonnes

VHHF 854

Details: wagon ‘VHHF 854 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 855

Details: wagon ‘VHHF 855 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 855 E
BSG Code: VBHG

Capacity of 53 tonnes

15.07.1989 Repair ‘VEHICLE RECLASSIFY’.
15.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 855 E’

VHHF 856

Details: wagon ‘VHHF 856 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 857

Details: wagon ‘VHHF 857 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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Intended Use: GRAIN BULK
Remarks: EX VHHY 857 W
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 857 W’

VHHF 858

Details: wagon ‘VHHF 858 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 858 X
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 858 X’

VHHF 859

Details: wagon ‘VHHF 859 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
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Capacity of 53 tonnes

VHHF 860

Details: wagon ‘VHHF 860 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 861

Details: wagon ‘VHHF 861 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 861 W
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 861 W’

VHHF 862

Details: wagon ‘VHHF 862 B’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 862 X
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 862 X’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘COUPLER KNUCKLE’.

VHHF 863

Details: wagon ‘VHHF 863 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK

Capacity of 53 tonnes

VHHF 864

Details: wagon ‘VHHF 864 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 864 D
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 864 D’

VHHF 865

Details: wagon ‘VHHF 865 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 866

Details: wagon ‘VHHF 866 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
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Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 867

Details: wagon ‘VHHF 867 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes

VHHF 868

Details: wagon ‘VHHF 868 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 868 Q
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 868 Q’
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VHHF 869

Details: wagon ‘VHHF 869 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 869 C
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 869 C’

VHHF 870

Details: wagon ‘VHHF 870 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 870 V
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 871

Details: wagon ‘VHHF 871 A’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 872

Details: wagon ‘VHHF 872 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 872Q
BSG Code: VBHG

Capacity of 53 tonnes

13.04.1991 Repair ‘VEHICLE RECLASSIFY’.
13.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 872 Q’

VHHF 873

Details: wagon ‘VHHF 873 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 873 C
BSG Code: VBHG

Capacity of 53 tonnes

23.01.1990 Repair ‘VEHICLE RECLASSIFY’.
23.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 873 C’

VHHF 874

Details: wagon ‘VHHF 874 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 874 L
BSG Code: VBHG

Capacity of 53 tonnes

01.10.1989 Repair ‘END BRAKE COCK’.
01.10.1989 Repair ‘END HOSE’.

VHHF 875

Details: wagon ‘VHHF 875 N’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 876

Details: wagon ‘VHHF 876 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 876 G
BSG Code: VBHG

Capacity of 53 tonnes

23.01.1990 Repair ‘VEHICLE RECLASSIFY’.
23.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 876 G’

VHHF 877

Details: wagon ‘VHHF 877 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 877 P
BSG Code: VBHG

Capacity of 53 tonnes
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27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 877 P’

VHHF 878

Details: wagon ‘VHHF 878 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 880

Details: wagon ‘VHHF 880 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 880 G
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 880 G’
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VHHF 881

Details: wagon ‘VHHF 881 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 881 P
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 881 P’

VHHF 882

Details: wagon ‘VHHF 882 R’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: X VHHY 882 R
BSG Code: VBHG

Capacity of 53 tonnes

31.10.1989 Repair ‘VEHICLE RECLASSIFY’.
31.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 882 B’
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VHHF 883

Details: wagon ‘VHHF 883 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 883 K
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 883 K’

VHHF 884

Details: wagon ‘VHHF 884 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 884 T
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 884 T’
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2. TIMS GROUP INFORMATION - WAGONS

VHHF 885

Details: wagon ‘VHHF 885 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 885 F
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 885 F’

VHHF 886

Details: wagon ‘VHHF 886 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 887

Details: wagon ‘VHHF 887 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.825. Wagon classification starting with ‘VHH’

Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 887 A
BSG Code: VBHG

Capacity of 53 tonnes

23.01.1990 Repair ‘VEHICLE RECLASSIFY’.
23.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 887 A’

VHHF 888

Details: wagon ‘VHHF 888 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 888 J
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 888 J’

VHHF 889

Details: wagon ‘VHHF 889 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

13.10.1989 Repair ‘END HOSE’.

VHHF 890

Details: wagon ‘VHHF 890 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 890 Y
BSG Code: VBHG

Capacity of 53 tonnes

23.01.1990 Repair ‘VEHICLE RECLASSIFY’.
23.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 890 Y’

VHHF 891

Details: wagon ‘VHHF 891 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.825. Wagon classification starting with ‘VHH’

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 891 A
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 891 A’

VHHF 892

Details: wagon ‘VHHF 892 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

18.06.1991 Repair ‘STEP’.

VHHF 893

Details: wagon ‘VHHF 893 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 893 S
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BSG Code: VBHG

Capacity of 53 tonnes

VHHF 894

Details: wagon ‘VHHF 894 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 895

Details: wagon ‘VHHF 895 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 896

Details: wagon ‘VHHF 896 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.825. Wagon classification starting with ‘VHH’

Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 896 W
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 896 W’

VHHF 897

Details: wagon ‘VHHF 897 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 897 X
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 897 X’

VHHF 898

Details: wagon ‘VHHF 898 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 898 R
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 899

Details: wagon ‘VHHF 899 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 899
BSG Code: VBHG

Capacity of 53 tonnes

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 899 D’

VHHF 900

Details: wagon ‘VHHF 900 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.825. Wagon classification starting with ‘VHH’

Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 901

Details: wagon ‘VHHF 901 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 901 E
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 901 E’

VHHF 902

Details: wagon ‘VHHF 902 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 902 N
BSG Code: VBHG
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 902 N’

VHHF 903

Details: wagon ‘VHHF 903 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 904

Details: wagon ‘VHHF 904 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 904 X
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 905

Details: wagon ‘VHHF 905 K’ in AN ‘Mainland Division’.
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2.825. Wagon classification starting with ‘VHH’

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 905 R
BSG Code: VBHG

Capacity of 53 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 905 R’

VHHF 906

Details: wagon ‘VHHF 906 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 907

Details: wagon ‘VHHF 907 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 908

Details: wagon ‘VHHF 908 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 909

Details: wagon ‘VHHF 909 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 58 tonnes
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2.825. Wagon classification starting with ‘VHH’

VHHF 910

Details: wagon ‘VHHF 910 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 910 D
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 911

Details: wagon ‘VHHF 911 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 912

Details: wagon ‘VHHF 912 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHF 913

Details: wagon ‘VHHF 913 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHY 913 H
BSG Code: VBHG

Capacity of 53 tonnes

23.01.1990 Repair ‘VEHICLE RECLASSIFY’.
23.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHY 913 H’

VHHF 914

Details: wagon ‘VHHF 914 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.825. Wagon classification starting with ‘VHH’

BSG Code: VBHG

Capacity of 53 tonnes

VHHF 915

Details: wagon ‘VHHF 915 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

17.09.1991 Repair ‘WHEEL SET’.

VHHX 700

Details: wagon ‘VHHX 700 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 701

Details: wagon ‘VHHX 701 J’ in AN ‘Mainland Division’.

Owner: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 702

Details: wagon ‘VHHX 702 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 703

Details: wagon ‘VHHX 703 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG
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2.825. Wagon classification starting with ‘VHH’

Capacity of 53 tonnes

VHHX 706

Details: wagon ‘VHHX 706 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHEF 706 T
BSG Code: VBHZ

Capacity of 54 tonnes

16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘VHEF 706 T’

VHHX 707

Details: wagon ‘VHHX 707 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 710

Details: wagon ‘VHHX 710 X’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 54 tonnes

VHHX 711

Details: wagon ‘VHHX 711 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

VHHX 712

Details: wagon ‘VHHX 712 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
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2.825. Wagon classification starting with ‘VHH’

BSG Code: VXHG

Capacity of 53 tonnes

VHHX 714

Details: wagon ‘VHHX 714 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 715

Details: wagon ‘VHHX 715 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 716

Details: wagon ‘VHHX 716 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 717

Details: wagon ‘VHHX 717 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes

VHHX 718

Details: wagon ‘VHHX 718 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 10.11.1979
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes
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2.825. Wagon classification starting with ‘VHH’

VHHX 719

Details: wagon ‘VHHX 719 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 720

Details: wagon ‘VHHX 720 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 721

Details: wagon ‘VHHX 721 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 722

Details: wagon ‘VHHX 722 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 723

Details: wagon ‘VHHX 723 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 53 tonnes
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2.825. Wagon classification starting with ‘VHH’

VHHX 724

Details: wagon ‘VHHX 724 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHX 725

Details: wagon ‘VHHX 725 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHF 844 D
BSG Code: VBHG

Capacity of 53 tonnes

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHF 844 D’

VHHX 726

Details: wagon ‘VHHX 726 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHF 828 A
BSG Code: VBHG

Capacity of 53 tonnes

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHF 828 A’

VHHX 727

Details: wagon ‘VHHX 727 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHF 816U
BSG Code: VBHG

Capacity of 53 tonnes

11.12.1990 Repair ‘VEHICLE RECLASSIFY’.
11.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHF 816 U’

VHHX 728

Details: wagon ‘VHHX 728 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VBHG

Capacity of 54 tonnes

10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VHEF 728 H’

VHHX 729

Details: wagon ‘VHHX 729 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHHF 838X
BSG Code: VBHG

Capacity of 53 tonnes

11.12.1990 Repair ‘VEHICLE RECLASSIFY’.
11.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHHF 838 X’

VHHX 783

Details: wagon ‘VHHX 783 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 23tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: GRAIN BULK
BSG Code: VXHG

Capacity of 53 tonnes

VHHY 814

16.06.1989 Reclassified from wagon ‘VHHY 814 J’ to ’ wagon ‘VHHF 814 C’.

VHHY 815

15.07.1989 Reclassified from wagon ‘VHHY 815 S’ to ’ wagon ‘VHHF 815 L’.

VHHY 817

26.07.1989 Reclassified from wagon ‘VHHY 817 N’ to ’ wagon ‘VHHF 817 G’.

VHHY 818

26.07.1989 Reclassified from wagon ‘VHHY 818 W’ to ’ wagon ‘VHHF 818 P’.

VHHY 819

26.07.1989 Reclassified from wagon ‘VHHY 819 X’ to ’ wagon ‘VHHF 819 B’.

VHHY 820

23.01.1990 Reclassified from wagon ‘VHHY 820 E’ to ’ wagon ‘VHHF 820 U’.

VHHY 822

24.10.1988 Reclassified from wagon ‘VHHY 822 W’ to ’ wagon ‘VHHF 822 P’.

VHHY 823

26.07.1989 Reclassified from wagon ‘VHHY 823 X’ to ’ wagon ‘VHHF 823 B’.

VHHY 826

26.07.1989 Reclassified from wagon ‘VHHY 826 M’ to ’ wagon ‘VHHF 826 F’.

VHHY 827

26.07.1989 Reclassified from wagon ‘VHHY 827 V’ to ’ wagon ‘VHHF 827 Y’.
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VHHY 828

26.07.1989 Reclassified from wagon ‘VHHY 828 H’ to ’ wagon ‘VHHF 828 A’.

VHHY 829

24.10.1988 Reclassified from wagon ‘VHHY 829 Q’ to ’ wagon ‘VHHF 829 J’.

VHHY 830

26.07.1989 Reclassified from wagon ‘VHHY 830 M’ to ’ wagon ‘VHHF 830 F’.

VHHY 831

26.07.1989 Reclassified from wagon ‘VHHY 831 V’ to ’ wagon ‘VHHF 831 Y’.

VHHY 834

26.07.1989 Reclassified from wagon ‘VHHY 834 C’ to ’ wagon ‘VHHF 834 S’.

VHHY 837

27.07.1989 Reclassified from wagon ‘VHHY 837 G’ to ’ wagon ‘VHHF 837 W’.

VHHY 838

27.07.1989 Reclassified from wagon ‘VHHY 838 P’ to ’ wagon ‘VHHF 838 X’.

VHHY 840

27.07.1989 Reclassified from wagon ‘VHHY 840 U’ to ’ wagon ‘VHHF 840 N’.

VHHY 841

27.07.1989 Reclassified from wagon ‘VHHY 841 G’ to ’ wagon ‘VHHF 841 W’.

VHHY 843

27.07.1989 Reclassified from wagon ‘VHHY 843 B’ to ’ wagon ‘VHHF 843 R’.

VHHY 844

27.07.1989 Reclassified from wagon ‘VHHY 844 K’ to ’ wagon ‘VHHF 844 D’.

VHHY 845

27.07.1989 Reclassified from wagon ‘VHHY 845 T’ to ’ wagon ‘VHHF 845 M’.

VHHY 846

27.07.1989 Reclassified from wagon ‘VHHY 846 F’ to ’ wagon ‘VHHF 846 V’.
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VHHY 848

01.06.1989 Reclassified from wagon ‘VHHY 848 A’ to ’ wagon ‘VHHF 848 Q’.

VHHY 849

27.07.1989 Reclassified from wagon ‘VHHY 849 J’ to ’ wagon ‘VHHF 849 C’.

VHHY 850

27.07.1989 Reclassified from wagon ‘VHHY 850 F’ to ’ wagon ‘VHHF 850 V’.

VHHY 851

27.07.1989 Reclassified from wagon ‘VHHY 851 Y’ to ’ wagon ‘VHHF 851 H’.

VHHY 852

27.07.1989 Reclassified from wagon ‘VHHY 852 A’ to ’ wagon ‘VHHF 852 Q’.

VHHY 855

15.07.1989 Reclassified from wagon ‘VHHY 855 E’ to ’ wagon ‘VHHF 855 U’.

VHHY 857

27.07.1989 Reclassified from wagon ‘VHHY 857 W’ to ’ wagon ‘VHHF 857 P’.

VHHY 858

27.07.1989 Reclassified from wagon ‘VHHY 858 X’ to ’ wagon ‘VHHF 858 B’.

VHHY 861

27.07.1989 Reclassified from wagon ‘VHHY 861 W’ to ’ wagon ‘VHHF 861 P’.

VHHY 862

27.07.1989 Reclassified from wagon ‘VHHY 862 X’ to ’ wagon ‘VHHF 862 B’.

VHHY 864

27.07.1989 Reclassified from wagon ‘VHHY 864 D’ to ’ wagon ‘VHHF 864 T’.

VHHY 868

27.07.1989 Reclassified from wagon ‘VHHY 868 Q’ to ’ wagon ‘VHHF 868 J’.

VHHY 869

27.07.1989 Reclassified from wagon ‘VHHY 869 C’ to ’ wagon ‘VHHF 869 S’.
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VHHY 870

01.06.1989 Reclassified from wagon ‘VHHY 870 V’ to ’ wagon ‘VHHF 870 Y’.

VHHY 872

13.04.1991 Reclassified from wagon ‘VHHY 872 Q’ to ’ wagon ‘VHHF 872 J’.

VHHY 873

23.01.1990 Reclassified from wagon ‘VHHY 873 C’ to ’ wagon ‘VHHF 873 S’.

VHHY 874

01.06.1989 Reclassified from wagon ‘VHHY 874 L’ to ’ wagon ‘VHHF 874 E’.

VHHY 876

23.01.1990 Reclassified from wagon ‘VHHY 876 G’ to ’ wagon ‘VHHF 876 W’.

VHHY 877

27.07.1989 Reclassified from wagon ‘VHHY 877 P’ to ’ wagon ‘VHHF 877 X’.

VHHY 879

Details: wagon ‘VHHY 879 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14.6m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

VHHY 880

27.07.1989 Reclassified from wagon ‘VHHY 880 G’ to ’ wagon ‘VHHF 880 W’.

VHHY 881

27.07.1989 Reclassified from wagon ‘VHHY 881 P’ to ’ wagon ‘VHHF 881 X’.

VHHY 882

31.10.1989 Reclassified from wagon ‘VHHY 882 B’ to ’ wagon ‘VHHF 882 R’.
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VHHY 883

27.07.1989 Reclassified from wagon ‘VHHY 883 K’ to ’ wagon ‘VHHF 883 D’.

VHHY 884

27.07.1989 Reclassified from wagon ‘VHHY 884 T’ to ’ wagon ‘VHHF 884 M’.

VHHY 885

27.07.1989 Reclassified from wagon ‘VHHY 885 F’ to ’ wagon ‘VHHF 885 V’.

VHHY 887

23.01.1990 Reclassified from wagon ‘VHHY 887 A’ to ’ wagon ‘VHHF 887 Q’.

VHHY 888

27.07.1989 Reclassified from wagon ‘VHHY 888 J’ to ’ wagon ‘VHHF 888 C’.

VHHY 890

23.01.1990 Reclassified from wagon ‘VHHY 890 Y’ to ’ wagon ‘VHHF 890 H’.

VHHY 891

27.07.1989 Reclassified from wagon ‘VHHY 891 A’ to ’ wagon ‘VHHF 891 Q’.

VHHY 893

05.06.1989 Reclassified from wagon ‘VHHY 893 S’ to ’ wagon ‘VHHF 893 L’.

VHHY 896

27.07.1989 Reclassified from wagon ‘VHHY 896 W’ to ’ wagon ‘VHHF 896 P’.

VHHY 897

27.07.1989 Reclassified from wagon ‘VHHY 897 X’ to ’ wagon ‘VHHF 897 B’.

VHHY 898

01.06.1989 Reclassified from wagon ‘VHHY 898 R’ to ’ wagon ‘VHHF 898 K’.

VHHY 899

21.07.1989 Reclassified from wagon ‘VHHY 899 D’ to ’ wagon ‘VHHF 899 T’.

VHHY 901

27.07.1989 Reclassified from wagon ‘VHHY 901 E’ to ’ wagon ‘VHHF 901 U’.
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VHHY 902

27.07.1989 Reclassified from wagon ‘VHHY 902 N’ to ’ wagon ‘VHHF 902 G’.

VHHY 904

28.09.1988 Reclassified from wagon ‘VHHY 904 X’ to ’ wagon ‘VHHF 904 B’.

VHHY 905

27.07.1989 Reclassified from wagon ‘VHHY 905 R’ to ’ wagon ‘VHHF 905 K’.

VHHY 910

26.09.1988 Reclassified from wagon ‘VHHY 910 D’ to ’ wagon ‘VHHF 910 T’.

VHHY 913

23.01.1990 Reclassified from wagon ‘VHHY 913 H’ to ’ wagon ‘VHHF 913 A’.

2.826 Wagon classification starting with ‘VHJ’

VHJA 1

Details: wagon ‘VHJA 1 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 3

Details: wagon ‘VHJA 3 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 5

Details: wagon ‘VHJA 5 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 6

Details: wagon ‘VHJA 6 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes
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VHJA 7

Details: wagon ‘VHJA 7 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 8

Details: wagon ‘VHJA 8 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 12

Details: wagon ‘VHJA 12 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 15

Details: wagon ‘VHJA 15 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 16

Details: wagon ‘VHJA 16 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes
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VHJA 17

Details: wagon ‘VHJA 17 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 18

Details: wagon ‘VHJA 18 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 20

Details: wagon ‘VHJA 20 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

VHJA 21

Details: wagon ‘VHJA 21 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 10.4m
Tare Weight: 21.1tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GYPSUM
BSG Code: VBHU

Capacity of 55 tonnes

2.827 Wagon classification starting with ‘VHQ’

VHQF 201

Details: wagon ‘VHQF 201 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHDX 201 X
BSG Code: VBHB

Capacity of 56 tonnes
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08.03.1990 Repair ‘VEHICLE RECLASSIFY’.
08.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHDX 201 X’

VHQF 202

Details: wagon ‘VHQF 202 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY202H/VHGF202A
BSG Code: VBHG

Capacity of 58 tonnes

26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 202 A’

VHQF 203

Details: wagon ‘VHQF 203 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHCX 103 Q
BSG Code: VXPZ

Capacity of 56 tonnes

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘VHCX 103 Q’

VHQF 204

Details: wagon ‘VHQF 204 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHCX 101 V
BSG Code: VXPZ

Capacity of 56 tonnes

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 101 V’

VHQF 206

Details: wagon ‘VHQF 206 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHCX 126 N
BSG Code: VXPZ

Capacity of 56 tonnes

27.06.1994 Repair ‘VEHICLE RECLASSIFY’.
27.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 126 N’
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VHQF 207

Details: wagon ‘VHQF 207 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHCX 109 B
BSG Code: VXPZ

Capacity of 56 tonnes

20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 109 B’

VHQF 209

Details: wagon ‘VHQF 209 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHCX 129 R
BSG Code: VXPZ

Capacity of 56 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 129 R’
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VHQF 210

Details: wagon ‘VHQF 210 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHCX 130 N
BSG Code: VXPZ

Capacity of 56 tonnes

11.07.1994 Repair ‘VEHICLE RECLASSIFY’.
11.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 130 N’

VHQF 211

Details: wagon ‘VHQF 211 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHRX 1 N
BSG Code: VXHB

Capacity of 56 tonnes

22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHRX 1 N’
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VHQF 212

Details: wagon ‘VHQF 212 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGX 2 M
BSG Code: VXHZ

Capacity of 55 tonnes

22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGX 2 M’

VHQF 214

Details: wagon ‘VHQF 214 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGX 4 H
BSG Code: VXHZ

Capacity of 56 tonnes

22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGX 4 H’
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VHQF 215

Details: wagon ‘VHQF 215 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 10.06.1994
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHRX 5 D
BSG Code: VBHB

Capacity of 56 tonnes

VHQF 216

Details: wagon ‘VHQF 216 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGX 6 C
BSG Code: VXHZ

Capacity of 56 tonnes

22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGX 6 C’

VHQF 219

Details: wagon ‘VHQF 219 J’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGX 9 G
BSG Code: VXHZ

Capacity of 56 tonnes

22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGX 9 G’

VHQF 222

22.06.1994 Repair ‘VEHICLE RECLASSIFY’.
22.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGX 12 U’
01.05.1995 Reclassified from wagon ‘VHQF 222 A’ to ’ wagon ‘VHGX 12 U’.

VHQF 223

Details: wagon ‘VHQF 223 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 10.06.1994
Operating System: V/LINE
Intended Use: BALLAST
Remarks: EX VHRX 13 Q
BSG Code: VBHB

Capacity of 56 tonnes

VHQF 225

Details: wagon ‘VHQF 225 E’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHCX 125 E
BSG Code: VXPZ

Capacity of 56 tonnes

28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 125 E’

VHQF 420

Details: wagon ‘VHQF 420 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY420T/VHGF420M
BSG Code: VBHG

Capacity of 58 tonnes

26.05.1993 Repair ‘VEHICLE RECLASSIFY’.
26.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 420 M’

VHQF 422

Details: wagon ‘VHQF 422 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
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2.828. Wagon classification starting with ‘VHR’

Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHGF 422 H
BSG Code: VBHG

Capacity of 58 tonnes

21.05.1993 Repair ‘VEHICLE RECLASSIFY’.
21.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 422 H’

2.828 Wagon classification starting with ‘VHR’

VHRX 1

22.06.1994 Reclassified from wagon ‘VHRX 1 N’ to ’ wagon ‘VHQF 211 G’.

2.829 Wagon classification starting with ‘VHS’

VHSF 307

Details: wagon ‘VHSF 307 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GRAIN BULK
Remarks: EX VHGY 307 N / EX VHGF 307 G
BSG Code: VBHG

Capacity of 54 tonnes

01.11.1990 Repair ‘VEHICLE RECLASSIFY’.
01.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHGF 307 G’
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VHSF 310

Details: wagon ‘VHSF 310 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHSY
BSG Code: VBHZ

Capacity of 54 tonnes

VHSF 312

Details: wagon ‘VHSF 312 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHSY
BSG Code: VBHZ

Capacity of 54 tonnes

VHSF 330

Details: wagon ‘VHSF 330 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
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2.829. Wagon classification starting with ‘VHS’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 54 tonnes

VHSF 332

Details: wagon ‘VHSF 332 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBHZ

Capacity of 54 tonnes

VHSF 340

Details: wagon ‘VHSF 340 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.3m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VHSY
BSG Code: VBHZ

Capacity of 54 tonnes
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2.830 Wagon classification starting with ‘VKE’

VKEX 1

27.06.1995 Reclassified from wagon ‘VKEX 1 D’ to ’ wagon ‘RKEX 1 W’.

VKEX 2

16.01.1995 Reclassified from wagon ‘VKEX 2 M’ to ’ wagon ‘RKEX 2 X’.

VKEX 3

13.04.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Reclassified from wagon ‘VKEX 3 V’ to ’ wagon ‘RKEX 3 R’.

VKEX 4

06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1993 Repair ‘BOGIE SPRING’.
06.01.1993 Repair ‘EMPTY LOAD VALVE’.
06.01.1993 Repair ‘GRADE CONTROL VALVE’.
29.07.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Alteration complete ‘PM PROGRAM FOR NRC (PMPRO3)’.
19.09.1995 Repair ‘VEHICLE COMPLETE’.
01.10.1995 Repair ‘VEHICLE COMPLETE’.
06.11.1995 Repair ‘VEHICLE COMPLETE’.
08.11.1995 Reclassified from wagon ‘VKEX 4 H’ to ’ wagon ‘RKEX 4 D’.

VKEX 5

10.05.1994 Reclassified from wagon ‘VKEX 5 Q’ to ’ wagon ‘RKEX 5 M’.

VKEX 6

10.05.1994 Reclassified from wagon ‘VKEX 6 C’ to ’ wagon ‘RKEX 6 V’.

VKEX 7

07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.07.1993 Repair ‘HANDRAILS’.
03.05.1994 Reclassified from wagon ‘VKEX 7 L’ to ’ wagon ‘RKEX 7 H’.

VKEX 8

26.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.05.1994 Reclassified from wagon ‘VKEX 8 U’ to ’ wagon ‘RKEX 8 Q’.
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VKEX 9

14.08.1995 Alteration ‘PM PROGRAM FOR NRC (PMPRO3)’.
15.10.1995 Repair ‘VEHICLE COMPLETE’.
16.11.1995 Reclassified from wagon ‘VKEX 9 G’ to ’ wagon ‘RKEX 9 C’.

VKEX 10

16.07.1994 Reclassified from wagon ‘VKEX 10 C’ to ’ wagon ‘RKEX 10 V’.

VKEX 11

15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1994 Reclassified from wagon ‘VKEX 11 L’ to ’ wagon ‘RKEX 11 H’.

VKEX 12

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BRAKE PIN’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘SIDE BEARER’.
26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1993 Repair ‘BOGIE SPRING’.
23.02.1993 Repair ‘EMPTY LOAD VALVE’.
23.02.1993 Repair ‘GRADE CONTROL VALVE’.
03.05.1994 Reclassified from wagon ‘VKEX 12 U’ to ’ wagon ‘RKEX 12 Q’.

VKEX 13

21.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.06.1993 Repair ‘YOKE CARRIER’.
26.04.1994 Reclassified from wagon ‘VKEX 13 G’ to ’ wagon ‘RKEX 13 C’.

VKEX 14

19.07.1995 Reclassified from wagon ‘VKEX 14 P’ to ’ wagon ‘RKEX 14 L’.

VKEX 15

04.05.1994 Reclassified from wagon ‘VKEX 15 B’ to ’ wagon ‘RKEX 15 U’.
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VKEX 16

08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1993 Repair ‘BRAKE PULL ROD’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘EMPTY LOAD VALVE’.
08.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1993 Repair ‘WHEEL SET’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘WHEEL SET’.
26.04.1994 Reclassified from wagon ‘VKEX 16 K’ to ’ wagon ‘RKEX 16 G’.

VKEX 17

08.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1992 Repair ‘WHEEL SET’.
10.05.1994 Reclassified from wagon ‘VKEX 17 T’ to ’ wagon ‘RKEX 17 P’.

VKEX 18

10.05.1994 Reclassified from wagon ‘VKEX 18 F’ to ’ wagon ‘RKEX 18 B’.

VKEX 19

01.08.1994 Reclassified from wagon ‘VKEX 19 Y’ to ’ wagon ‘RKEX 19 K’.

VKEX 20

13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BOGIE COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘DRAFT GEAR POCKET’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE BEARINGS’.
20.05.1993 Repair ‘WHEEL SET’.
09.01.1995 Reclassified from wagon ‘VKEX 20 K’ to ’ wagon ‘RKEX 20 G’.

VKEX 21

08.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.12.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
08.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1992 Repair ‘BOGIE SIDEFRAME’.
08.12.1992 Repair ‘BRAKE LEVER’.
08.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1992 Repair ‘COUPLER KNUCKLE’.
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2.830. Wagon classification starting with ‘VKE’

08.12.1992 Repair ‘EMPTY LOAD VALVE’.
08.12.1992 Repair ‘GRADE CONTROL VALVE’.
08.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.05.1994 Reclassified from wagon ‘VKEX 21 T’ to ’ wagon ‘RKEX 21 P’.

VKEX 22

21.10.1992 Repair ‘HANDRAILS’.
28.06.1995 Reclassified from wagon ‘VKEX 22 F’ to ’ wagon ‘RKEX 22 B’.

VKEX 23

18.05.1994 Reclassified from wagon ‘VKEX 23 Y’ to ’ wagon ‘RKEX 23 K’.

VKEX 24

26.04.1994 Reclassified from wagon ‘VKEX 24 A’ to ’ wagon ‘RKEX 24 T’.

VKEX 25

13.05.1994 Reclassified from wagon ‘VKEX 25 J’ to ’ wagon ‘RKEX 25 F’.

VKEX 26

16.02.1993 Repair ‘BOGIE COMPLETE’.
16.02.1993 Repair ‘BRANCH PIPE’.
16.02.1993 Repair ‘EMPTY LOAD VALVE’.
04.05.1994 Reclassified from wagon ‘VKEX 26 S’ to ’ wagon ‘RKEX 26 Y’.

VKEX 27

06.04.1991 Repair ‘HANDRAILS END’.
20.04.1994 Reclassified from wagon ‘VKEX 27 E’ to ’ wagon ‘RKEX 27 A’.

VKEX 28

04.04.1991 Repair ‘HANDRAILS’.
10.02.1993 Repair ‘BRANCH PIPE’.
10.02.1993 Repair ‘ISOLATING COCK’.
22.04.1994 Reclassified from wagon ‘VKEX 28 N’ to ’ wagon ‘RKEX 28 J’.

VKEX 29

21.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1994 Reclassified from wagon ‘VKEX 29 W’ to ’ wagon ‘RKEX 29 S’.

VKEX 30

04.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.05.1994 Reclassified from wagon ‘VKEX 30 S’ to ’ wagon ‘RKEX 30 Y’.
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VKEX 31

05.05.1994 Reclassified from wagon ‘VKEX 31 E’ to ’ wagon ‘RKEX 31 A’.

VKEX 32

01.08.1995 Reclassified from wagon ‘VKEX 32 N’ to ’ wagon ‘RKEX 32 J’.

VKEX 33

02.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1993 Repair ‘WHEEL SET’.
09.08.1993 Repair ‘STANCHION’.
04.05.1994 Reclassified from wagon ‘VKEX 33 W’ to ’ wagon ‘RKEX 33 S’.

VKEX 34

06.05.1991 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Reclassified from wagon ‘VKEX 34 X’ to ’ wagon ‘RKEX 34 E’.

VKEX 35

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
17.09.1993 Repair ‘STANCHION’.
17.09.1993 Repair ‘STANCHION’.
09.01.1995 Reclassified from wagon ‘VKEX 35 R’ to ’ wagon ‘RKEX 35 N’.

VKEX 36

02.07.1992 Repair ‘WHEEL SET’.
03.06.1994 Reclassified from wagon ‘VKEX 36 D’ to ’ wagon ‘RKEX 36 W’.

VKEX 37

24.05.1994 Reclassified from wagon ‘VKEX 37 M’ to ’ wagon ‘RKEX 37 X’.

VKEX 38

11.05.1994 Reclassified from wagon ‘VKEX 38 V’ to ’ wagon ‘RKEX 38 R’.

VKEX 39

23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
31.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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2.830. Wagon classification starting with ‘VKE’

31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘TOP CENTRE PLATE’.
18.05.1994 Reclassified from wagon ‘VKEX 39 H’ to ’ wagon ‘RKEX 39 D’.

VKEX 40

09.01.1995 Reclassified from wagon ‘VKEX 40 D’ to ’ wagon ‘RKEX 40 W’.

VKEX 41

05.09.1993 Repair ‘WEAR PLATES & SADDLES’.
16.06.1995 Reclassified from wagon ‘VKEX 41 M’ to ’ wagon ‘RKEX 41 X’.

VKEX 42

22.04.1994 Reclassified from wagon ‘VKEX 42 V’ to ’ wagon ‘RKEX 42 R’.

VKEX 43

09.05.1993 Repair ‘STEP’.
26.04.1994 Reclassified from wagon ‘VKEX 43 H’ to ’ wagon ‘RKEX 43 D’.

VKEX 44

02.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1993 Repair ‘EMPTY LOAD VALVE’.
02.01.1993 Repair ‘GRADE CONTROL VALVE’.
02.01.1993 Repair ‘WHEEL SET’.
10.05.1994 Reclassified from wagon ‘VKEX 44 Q’ to ’ wagon ‘RKEX 44 M’.

VKEX 45

03.05.1994 Reclassified from wagon ‘VKEX 45 C’ to ’ wagon ‘RKEX 45 V’.

VKEX 46

29.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.05.1994 Reclassified from wagon ‘VKEX 46 L’ to ’ wagon ‘RKEX 46 H’.

VKEX 47

05.05.1994 Reclassified from wagon ‘VKEX 47 U’ to ’ wagon ‘RKEX 47 Q’.

VKEX 48

26.04.1994 Reclassified from wagon ‘VKEX 48 G’ to ’ wagon ‘RKEX 48 C’.
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VKEX 49

09.01.1995 Reclassified from wagon ‘VKEX 49 P’ to ’ wagon ‘RKEX 49 L’.

VKEX 50

15.07.1992 Repair ‘HANDRAILS’.
26.04.1994 Reclassified from wagon ‘VKEX 50 L’ to ’ wagon ‘RKEX 50 H’.

2.831 Wagon classification starting with ‘VKK’

VKKX 3

Details: wagon ‘VKKX 3 Q’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VFKX 3 G
BSG Code: VXKI

Capacity of 51 tonnes

29.08.1990 Repair ‘VEHICLE RECLASSIFY’.
29.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 3 G’
03.04.1991 Repair ‘STEP’.

VKKX 4

Details: wagon ‘VKKX 4 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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2.831. Wagon classification starting with ‘VKK’

Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VFKX 4 P
BSG Code: VXKI

Capacity of 51 tonnes

08.07.1990 Repair ‘VEHICLE RECLASSIFY’.
08.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 4 P’

VKKX 10

Details: wagon ‘VKKX 10 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
BSG Code: VXKI

Capacity of 51 tonnes

06.12.1991 Repair ‘VEHICLE COMPLETE’.

VKKX 16

Details: wagon ‘VKKX 16 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: STEEL COIL
Remarks: EX VFKX 16 S
BSG Code: VXKI

21135



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 70 tonnes

09.02.1991 Repair ‘VEHICLE RECLASSIFY’.
09.02.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 16 S’

VKKX 27

Details: wagon ‘VKKX 27 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VFKX 27 M
BSG Code: VXKI

Capacity of 51 tonnes

30.06.1990 Repair ‘VEHICLE RECLASSIFY’.
30.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 27 M’

VKKX 36

Details: wagon ‘VKKX 36 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VFKX 36 L
BSG Code: VXKI

Capacity of 51 tonnes
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2.831. Wagon classification starting with ‘VKK’

30.06.1990 Repair ‘VEHICLE RECLASSIFY’.
30.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 36 L’
27.11.1990 Repair ‘STEP’.
08.12.1990 Repair ‘BOGIE BEARINGS’.
26.02.1991 Repair ‘STEP’.

VKKX 40

Details: wagon ‘VKKX 40 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: X VFKX40
BSG Code: VXKI

Capacity of 50 tonnes

26.08.1990 Repair ‘VEHICLE RECLASSIFY’.
26.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 40 L’
14.10.1991 Repair ‘SIDE STEP’.

VKKX 42

Details: wagon ‘VKKX 42 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VFKX 42 G
BSG Code: VXKI
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Capacity of 50 tonnes

23.07.1990 Repair ‘VEHICLE RECLASSIFY’.
23.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 42 G’
24.07.1990 Repair ‘STEP’.

VKKX 62

Details: wagon ‘VKKX 62 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VFKX 62 W
BSG Code: VXKI

Capacity of 60 tonnes

17.08.1990 Repair ‘VEHICLE RECLASSIFY’.
17.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 62 W’

VKKX 66

Details: wagon ‘VKKX 66 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFKX 66M
BSG Code: VXKZ

Capacity of 70 tonnes
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2.831. Wagon classification starting with ‘VKK’

19.09.1990 Repair ‘VEHICLE RECLASSIFY’.
19.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 66 M’

VKKX 69

Details: wagon ‘VKKX 69 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFKX 69Q
BSG Code: VXKZ

Capacity of 50 tonnes

03.09.1990 Repair ‘STEP’.
03.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1990 Repair ‘VEHICLE RECLASSIFY’.
03.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 69 Q’
19.11.1991 Repair ‘HANDRAILS END’.
19.11.1991 Repair ‘STEP’.

VKKX 72

Details: wagon ‘VKKX 72 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFKX 72 H
BSG Code: VXKZ
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Capacity of 50 tonnes

19.08.1990 Repair ‘VEHICLE RECLASSIFY’.
19.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 72 H’

2.832 Wagon classification starting with ‘VKO’

VKOX 1

Details: wagon ‘VKOX 1 K’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 334X
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 334 X’

VKOX 2

Details: wagon ‘VKOX 2 T’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1116C
BSG Code: VXOI
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2.832. Wagon classification starting with ‘VKO’

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1116 C’

VKOX 3

Details: wagon ‘VKOX 3 F’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 286N
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 286 N’

VKOX 4

Details: wagon ‘VKOX 4 Y’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1019W
BSG Code: VXOI

Capacity of 51 tonnes
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29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1019 W’

VKOX 5

Details: wagon ‘VKOX 5 A’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1014A
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1014 A’

VKOX 6

Details: wagon ‘VKOX 6 J’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1170T
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
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29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘VOCX 1170 T’

VKOX 7

Details: wagon ‘VKOX 7 S’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 349P
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 349 P’

VKOX 8

Details: wagon ‘VKOX 8 E’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 350L
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 350 L’
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VKOX 9

Details: wagon ‘VKOX 9 N’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 336D
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 336 D’

VKOX 10

Details: wagon ‘VKOX 10 J’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 202F
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 202 F’
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VKOX 11

Details: wagon ‘VKOX 11 S’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 371N
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 371 N’

VKOX 12

Details: wagon ‘VKOX 12 E’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1015J
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1015 J’
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VKOX 13

Details: wagon ‘VKOX 13 N’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 419V
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 419 V’

VKOX 14

Details: wagon ‘VKOX 14 W’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1065D
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1065 D’
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VKOX 15

Details: wagon ‘VKOX 15 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 346L
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 346 L’

VKOX 16

Details: wagon ‘VKOX 16 R’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOFX 1004B
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 1004 B’
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VKOX 17

Details: wagon ‘VKOX 17 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOFX 1041G
BSG Code: VXOI

Capacity of 51 tonnes

29.11.1991 Repair ‘VEHICLE RECLASSIFY’.
29.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOFX 1041 G’

VKOX 19

Details: wagon ‘VKOX 19 V’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 28.11.1991
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1025 R
BSG Code: VBOI

Capacity of 51 tonnes

VKOX 20

Details: wagon ‘VKOX 20 R’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 313G
BSG Code: VXOI

Capacity of 51 tonnes

28.11.1991 Repair ‘VEHICLE RECLASSIFY’.
28.11.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 313 G’

VKOX 21

Details: wagon ‘VKOX 21 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX 311X
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 311 X’

VKOX 22

Details: wagon ‘VKOX 22 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX 368T
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 368 T’

VKOX 23

Details: wagon ‘VKOX 23 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1034Q
BSG Code: VXOZ

Capacity of 55 tonnes

VKOX 27

Details: wagon ‘VKOX 27 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX370E
BSG Code: VXOZ

Capacity of 51 tonnes

31.08.1992 Repair ‘VEHICLE RECLASSIFY’.
31.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 370 E’

VKOX 28

Details: wagon ‘VKOX 28 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 314P
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 314 P’

VKOX 29

Details: wagon ‘VKOX 29 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX296V
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 296 V’

VKOX 30

Details: wagon ‘VKOX 30 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOBX 449T
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 449 T’

VKOX 31

Details: wagon ‘VKOX 31 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1123G
BSG Code: VXOZ

Capacity of 51 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1123 G’

VKOX 32

Details: wagon ‘VKOX 32 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
Remarks: EX VOCX 1011 T
BSG Code: VXOI

Capacity of 51 tonnes

08.09.1992 Repair ‘VEHICLE RECLASSIFY’.
08.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOCX 1011 T’

VKOX 51

27.09.1993 Repair ‘YOKE CARRIER’.
06.06.1994 Reclassified from wagon ‘VKOX 51 E’ to ’ wagon ‘RKUX 51 S’.

VKOX 52

26.04.1994 Reclassified from wagon ‘VKOX 52 N’ to ’ wagon ‘RKUX 52 E’.

VKOX 53

05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘WHEEL SET’.
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05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘COUPLER KNUCKLE’.
05.10.1993 Repair ‘EMPTY LOAD VALVE’.
13.10.1993 Repair ‘HANDRAILS’.
23.11.1993 Repair ‘EMPTY LOAD VALVE’.
21.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1993 Repair ‘VEHICLE COMPLETE’.
21.12.1993 Repair ‘WHEEL SET’.
03.06.1994 Reclassified from wagon ‘VKOX 53 W’ to ’ wagon ‘RKUX 53 N’.

VKOX 54

16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘VEHICLE COMPLETE’.
16.06.1993 Repair ‘WHEEL SET’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Reclassified from wagon ‘VKOX 54 X’ to ’ wagon ‘RKUX 54 W’.

VKOX 55

26.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.01.1993 Repair ‘COUPLER COMPLETE’.
26.01.1993 Repair ‘COUPLER KNUCKLE PIN’.
26.01.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1993 Repair ‘BOGIE COMPLETE’.
15.02.1993 Repair ‘COUPLER KNUCKLE’.
15.02.1993 Repair ‘SIDE STEP’.
15.02.1993 Repair ‘STEP’.
15.02.1993 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘VKOX 55 R’ to ’ wagon ‘RKUX 55 X’.

VKOX 56

09.01.1995 Reclassified from wagon ‘VKOX 56 D’ to ’ wagon ‘RKUX 56 R’.

VKOX 57

10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
10.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.05.1994 Reclassified from wagon ‘VKOX 57 M’ to ’ wagon ‘RKUX 57 D’.
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VKOX 58

30.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1993 Repair ‘WHEEL SET’.
26.04.1994 Reclassified from wagon ‘VKOX 58 V’ to ’ wagon ‘RKUX 58 M’.

VKOX 59

30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘HANDRAILS’.
16.07.1994 Reclassified from wagon ‘VKOX 59 H’ to ’ wagon ‘RKUX 59 V’.

VKOX 60

03.05.1994 Reclassified from wagon ‘VKOX 60 D’ to ’ wagon ‘RKUX 60 R’.

VKOX 61

10.05.1994 Reclassified from wagon ‘VKOX 61 M’ to ’ wagon ‘RKUX 61 D’.

VKOX 62

14.09.1993 Repair ‘STEP’.
10.05.1994 Reclassified from wagon ‘VKOX 62 V’ to ’ wagon ‘RKUX 62 M’.

VKOX 63

18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘VEHICLE COMPLETE’.
25.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.03.1993 Repair ‘COUPLER KNUCKLE’.
25.03.1993 Repair ‘HANDRAILS END’.
25.03.1993 Repair ‘WHEEL SET’.
29.04.1994 Reclassified from wagon ‘VKOX 63 H’ to ’ wagon ‘RKUX 63 V’.

VKOX 64

26.04.1994 Reclassified from wagon ‘VKOX 64 Q’ to ’ wagon ‘RKUX 64 H’.

VKOX 65

01.07.1993 Repair ‘SIDE STEP’.
22.04.1994 Reclassified from wagon ‘VKOX 65 C’ to ’ wagon ‘RKUX 65 Q’.
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VKOX 66

28.07.1993 Repair ‘AXLEBOX’.
22.04.1994 Reclassified from wagon ‘VKOX 66 L’ to ’ wagon ‘RKUX 66 C’.

VKOX 67

27.02.1995 Reclassified from wagon ‘VKOX 67 U’ to ’ wagon ‘RKUX 67 L’.

VKOX 68

25.05.1994 Reclassified from wagon ‘VKOX 68 G’ to ’ wagon ‘RKUX 68 U’.

VKOX 69

21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE COMPLETE’.
03.05.1994 Reclassified from wagon ‘VKOX 69 P’ to ’ wagon ‘RKUX 69 G’.

VKOX 70

10.05.1994 Reclassified from wagon ‘VKOX 70 L’ to ’ wagon ‘RKUX 70 C’.

VKOX 71

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 71 M’
03.05.1994 Reclassified from wagon ‘VKOX 71 U’ to ’ wagon ‘RKUX 71 L’.

VKOX 72

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 72 V’
10.05.1994 Reclassified from wagon ‘VKOX 72 G’ to ’ wagon ‘RKUX 72 U’.

VKOX 73

03.05.1994 Reclassified from wagon ‘VKOX 73 P’ to ’ wagon ‘RKUX 73 G’.

VKOX 74

10.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1993 Repair ‘STEP’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRANCH PIPE’.
11.02.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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11.02.1993 Repair ‘ISOLATING COCK’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘BOGIE COMPLETE’.
02.09.1993 Repair ‘EMPTY LOAD VALVE’.
02.09.1993 Repair ‘GRADE CONTROL VALVE’.
02.09.1993 Repair ‘HANDRAILS’.
02.09.1993 Repair ‘SIDE STEP’.
02.09.1993 Repair ‘STEP’.
02.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1994 Reclassified from wagon ‘VKOX 74 B’ to ’ wagon ‘RKUX 74 P’.

VKOX 75

13.11.1992 Repair ‘VEHICLE RECLASSIFY’.
13.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VOBX 75 C’
10.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1995 Reclassified from wagon ‘VKOX 75 K’ to ’ wagon ‘RKUX 75 B’.

VKOX 77

15.06.1995 Reclassified from wagon ‘VKOX 77 F’ to ’ wagon ‘RKUX 77 T’.

VKOX 78

29.04.1994 Reclassified from wagon ‘VKOX 78 Y’ to ’ wagon ‘RKUX 78 F’.

VKOX 79

Details: wagon ‘VKOX 79 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14.9m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: STEEL BULK
BSG Code: VXOI

Capacity of 51 tonnes

25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.06.1993 Repair ‘END BRAKE COCK’.
25.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.06.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1993 Repair ‘END BRAKE COCK’.
14.09.1993 Repair ‘END HOSE’.
21.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1993 Repair ‘BOGIE COMPLETE’.

VKOX 80

09.09.1993 Repair ‘CARD OR CLIP HOLDER’.
09.09.1993 Repair ‘HANDRAILS END’.
09.09.1993 Repair ‘SIDE STEP’.
10.05.1994 Reclassified from wagon ‘VKOX 80 T’ to ’ wagon ‘RKUX 80 K’.

VKOX 81

02.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.02.1993 Repair ‘COUPLER KNUCKLE’.
02.02.1993 Repair ‘WHEEL SET’.
02.07.1993 Repair ‘HANDRAILS END’.
26.04.1994 Reclassified from wagon ‘VKOX 81 F’ to ’ wagon ‘RKUX 81 T’.

VKOX 82

03.05.1994 Reclassified from wagon ‘VKOX 82 Y’ to ’ wagon ‘RKUX 82 F’.

2.833 Wagon classification starting with ‘VLB’

VLBF 118

Details: wagon ‘VLBF 118 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ
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VLBF 121

Details: wagon ‘VLBF 121 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBF 127

Details: wagon ‘VLBF 127 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLBY 127 X
BSG Code: VBLZ

Capacity of 35.5 tonnes

VLBF 141

Details: wagon ‘VLBF 141 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLBY 141 Q
BSG Code: VBLZ

Capacity of 35.5 tonnes

VLBY 101

Details: wagon ‘VLBY 101 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 103

Details: wagon ‘VLBY 103 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 104

Details: wagon ‘VLBY 104 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 107

Details: wagon ‘VLBY 107 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

Capacity of 50 tonnes

VLBY 110

Details: wagon ‘VLBY 110 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 112

Details: wagon ‘VLBY 112 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 113

Details: wagon ‘VLBY 113 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 117

Details: wagon ‘VLBY 117 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 118

21.12.1988 Reclassified from wagon ‘VLBY 118 J’ to ’ wagon ‘VLBF 118 C’.

VLBY 119

Details: wagon ‘VLBY 119 S’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 120

Details: wagon ‘VLBY 120 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 121

21.12.1988 Reclassified from wagon ‘VLBY 121 A’ to ’ wagon ‘VLBF 121 Q’.

VLBY 127

23.06.1989 Reclassified from wagon ‘VLBY 127 X’ to ’ wagon ‘VLBF 127 B’.

VLBY 136

Details: wagon ‘VLBY 136 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ
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VLBY 137

Details: wagon ‘VLBY 137 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 138

Details: wagon ‘VLBY 138 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

VLBY 141

13.01.1989 Reclassified from wagon ‘VLBY 141 Q’ to ’ wagon ‘VLBF 141 J’.

VLBY 144

Details: wagon ‘VLBY 144 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ
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VLBY 147

Details: wagon ‘VLBY 147 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBLZ

2.834 Wagon classification starting with ‘VLC’

VLCX 2

Details: wagon ‘VLCX 2 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 4

Details: wagon ‘VLCX 4 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 6

Details: wagon ‘VLCX 6 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 8

Details: wagon ‘VLCX 8 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 9

Details: wagon ‘VLCX 9 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 11

Details: wagon ‘VLCX 11 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 12

Details: wagon ‘VLCX 12 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

09.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 13

28.03.1991 Repair ‘END BRAKE COCK’.
28.03.1991 Repair ‘TRAIN PIPE’.

VLCX 14

Details: wagon ‘VLCX 14 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.05.1990 Repair ‘STEP’.

VLCX 15

Details: wagon ‘VLCX 15 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 16

Details: wagon ‘VLCX 16 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 18

02.10.1989 Repair ‘VEHICLE COMPLETE’.

VLCX 20

Details: wagon ‘VLCX 20 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘COUPLER KNUCKLE PIN’.
03.10.1990 Repair ‘WHEEL SET’.

VLCX 21

Details: wagon ‘VLCX 21 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.10.1994 Repair ‘VEHICLE COMPLETE’.

VLCX 22

Details: wagon ‘VLCX 22 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 23

13.10.1989 Repair ‘DOOR ROLLER’.
05.02.1990 Repair ‘STEP’.

VLCX 25

Details: wagon ‘VLCX 25 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘VEHICLE COMPLETE’.
18.07.1991 Repair ‘WEAR PLATES & SADDLES’.

VLCX 26

Details: wagon ‘VLCX 26 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 28

Details: wagon ‘VLCX 28 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 30

Details: wagon ‘VLCX 30 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 31

Details: wagon ‘VLCX 31 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 32

Details: wagon ‘VLCX 32 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 33

Details: wagon ‘VLCX 33 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 35

Details: wagon ‘VLCX 35 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.12.1989 Repair ‘DOOR COMPLETE’.
10.12.1989 Repair ‘HANDRAILS END’.

VLCX 38

Details: wagon ‘VLCX 38 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 40

Details: wagon ‘VLCX 40 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 41

Details: wagon ‘VLCX 41 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 44

Details: wagon ‘VLCX 44 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 45

28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘BRAKE BLOCK RB95’.
28.05.1990 Repair ‘COUPLER COMPLETE’.
28.05.1990 Repair ‘COUPLER KNUCKLE’.
28.05.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
28.05.1990 Repair ‘YOKE COMPLETE’.

VLCX 48

Details: wagon ‘VLCX 48 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.09.1989 Repair ‘HANDRAILS END’.
05.03.1990 Repair ‘HANDRAILS END’.

VLCX 49

Details: wagon ‘VLCX 49 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 50

Details: wagon ‘VLCX 50 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 51

Details: wagon ‘VLCX 51 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 55

Details: wagon ‘VLCX 55 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21175



2. TIMS GROUP INFORMATION - WAGONS

VLCX 58

Details: wagon ‘VLCX 58 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 59

Details: wagon ‘VLCX 59 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 62

Details: wagon ‘VLCX 62 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 63

Details: wagon ‘VLCX 63 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 64

29.03.1990 Repair ‘BRAKE BLOCK RB95’.
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.09.1990 Repair ‘COUPLER KNUCKLE’.
01.09.1990 Repair ‘GRADE CONTROL VALVE’.

VLCX 66

Details: wagon ‘VLCX 66 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

22.04.1990 Repair ‘HANDRAILS END’.

VLCX 67

Details: wagon ‘VLCX 67 J’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

09.04.1990 Repair ‘DOOR COMPLETE’.
09.04.1990 Repair ‘HOSE FITTINGS’.

VLCX 68

Details: wagon ‘VLCX 68 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 71

Details: wagon ‘VLCX 71 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 72

02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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VLCX 75

Details: wagon ‘VLCX 75 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.03.1990 Repair ‘HANDRAILS END’.

VLCX 79

Details: wagon ‘VLCX 79 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 80

Details: wagon ‘VLCX 80 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 81

Details: wagon ‘VLCX 81 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 84

Details: wagon ‘VLCX 84 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘STEP’.

VLCX 86

Details: wagon ‘VLCX 86 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 87

14.05.1991 Repair ‘HANDRAILS END’.

VLCX 92

Details: wagon ‘VLCX 92 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 94

Details: wagon ‘VLCX 94 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 96

Details: wagon ‘VLCX 96 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 98

Details: wagon ‘VLCX 98 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 102

Details: wagon ‘VLCX 102 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 104

Details: wagon ‘VLCX 104 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 54 tonnes
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VLCX 107

Details: wagon ‘VLCX 107 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 108

Details: wagon ‘VLCX 108 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 109

05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BRAKE ADJUSTING LEVER’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘EMPTY LOAD VALVE’.
05.07.1990 Repair ‘WHEEL SET’.

VLCX 114

Details: wagon ‘VLCX 114 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.11.1989 Repair ‘DOOR LOCK MECHANISM’.
14.11.1989 Repair ‘HANDRAILS END’.

VLCX 115

Details: wagon ‘VLCX 115 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.07.1990 Repair ‘HANDRAILS’.

VLCX 116

Details: wagon ‘VLCX 116 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.11.1989 Repair ‘STEP’.

VLCX 117

Details: wagon ‘VLCX 117 W’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 119

Details: wagon ‘VLCX 119 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 122

Details: wagon ‘VLCX 122 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 123

Details: wagon ‘VLCX 123 R’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 128

Details: wagon ‘VLCX 128 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 129

Details: wagon ‘VLCX 129 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 133

28.08.1989 Repair ‘HANDRAILS END’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘CARD OR CLIP HOLDER’.
19.12.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
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VLCX 135

Details: wagon ‘VLCX 135 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 136

Details: wagon ‘VLCX 136 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 138

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.01.1990 Repair ‘VEHICLE SIGNS AND BRACKETS’.

VLCX 139

Details: wagon ‘VLCX 139 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.05.1990 Repair ‘STEP’.

VLCX 140

Details: wagon ‘VLCX 140 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 141

Details: wagon ‘VLCX 141 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 142

03.09.1994 Reclassified from wagon ‘VLCX 142 B’ to ’ wagon ‘VLVX 13 N’.

VLCX 143

Details: wagon ‘VLCX 143 K’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 144

13.01.1992 Repair ‘VEHICLE COMPLETE’.

VLCX 145

Details: wagon ‘VLCX 145 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

18.07.1989 Repair ‘END HOSE’.

VLCX 147

Details: wagon ‘VLCX 147 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

03.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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VLCX 148

Details: wagon ‘VLCX 148 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 149

Details: wagon ‘VLCX 149 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 150

Details: wagon ‘VLCX 150 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 151

Details: wagon ‘VLCX 151 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 152

Details: wagon ‘VLCX 152 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

23.08.1989 Repair ‘DOOR COMPLETE’.

VLCX 153

Details: wagon ‘VLCX 153 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 154

13.06.1994 Reclassified from wagon ‘VLCX 154 E’ to ’ wagon ‘RLCX 154 A’.

VLCX 156

Details: wagon ‘VLCX 156 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 157

Details: wagon ‘VLCX 157 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

17.06.1995 Repair ‘VEHICLE COMPLETE’.

VLCX 158

Details: wagon ‘VLCX 158 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

30.04.1991 Repair ‘HANDRAILS END’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1991 Repair ‘END HOSE’.

VLCX 160

Details: wagon ‘VLCX 160 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 161

Details: wagon ‘VLCX 161 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 166

24.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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VLCX 168

Details: wagon ‘VLCX 168 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 169

Details: wagon ‘VLCX 169 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 170

Details: wagon ‘VLCX 170 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 171

Details: wagon ‘VLCX 171 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.07.1990 Repair ‘HANDRAILS’.

VLCX 172

26.01.1991 Repair ‘STEP’.
13.01.1992 Repair ‘VEHICLE COMPLETE’.

VLCX 173

Details: wagon ‘VLCX 173 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 174

03.09.1994 Reclassified from wagon ‘VLCX 174 U’ to ’ wagon ‘VLVX 18 M’.

VLCX 175

Details: wagon ‘VLCX 175 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 176

Details: wagon ‘VLCX 176 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 177

Details: wagon ‘VLCX 177 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 178

Details: wagon ‘VLCX 178 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 180

Details: wagon ‘VLCX 180 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.07.1990 Repair ‘BRAKE PULL ROD’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘EMPTY LOAD VALVE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘YOKE CARRIER’.

VLCX 181

Details: wagon ‘VLCX 181 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 182

Details: wagon ‘VLCX 182 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.03.1992 Repair ‘END HOSE’.

VLCX 183

Details: wagon ‘VLCX 183 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 185

Details: wagon ‘VLCX 185 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 186

Details: wagon ‘VLCX 186 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 187

Details: wagon ‘VLCX 187 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 188

Details: wagon ‘VLCX 188 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

VLCX 189

03.09.1994 Reclassified from wagon ‘VLCX 189 E’ to ’ wagon ‘VLVX 16 R’.

VLCX 191

Details: wagon ‘VLCX 191 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 192

Details: wagon ‘VLCX 192 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 193

Details: wagon ‘VLCX 193 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 194

Details: wagon ‘VLCX 194 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 195

05.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 196

Details: wagon ‘VLCX 196 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.06.1991 Repair ‘STEP’.

VLCX 198

Details: wagon ‘VLCX 198 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

22.04.1990 Repair ‘DOOR OPENING MECHANISM’.

VLCX 201

Details: wagon ‘VLCX 201 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 202

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘HANDRAILS’.
12.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 203

Details: wagon ‘VLCX 203 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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11.10.1989 Repair ‘DOOR COMPLETE’.

VLCX 204

Details: wagon ‘VLCX 204 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 205

Details: wagon ‘VLCX 205 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 206

Details: wagon ‘VLCX 206 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 208

Details: wagon ‘VLCX 208 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 209

Details: wagon ‘VLCX 209 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 211

Details: wagon ‘VLCX 211 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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VLCX 212

Details: wagon ‘VLCX 212 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BRAKE BLOCK RB101’.
26.04.1990 Repair ‘DOOR COMPLETE’.
26.04.1990 Repair ‘EMPTY LOAD VALVE’.
26.04.1990 Repair ‘GRADE CONTROL VALVE’.
26.04.1990 Repair ‘STEP’.
28.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 214

Details: wagon ‘VLCX 214 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

09.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 215

05.09.1990 Repair ‘HANDRAILS’.
05.09.1990 Repair ‘SIDE STEP’.

VLCX 217

Details: wagon ‘VLCX 217 G’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 219

Details: wagon ‘VLCX 219 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 220

Details: wagon ‘VLCX 220 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 221

Details: wagon ‘VLCX 221 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 222

Details: wagon ‘VLCX 222 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 223

03.11.1994 Reclassified from wagon ‘VLCX 223 B’ to ’ wagon ‘RLCX 223 U’.

VLCX 224

Details: wagon ‘VLCX 224 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 225

09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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09.10.1989 Repair ‘DOOR COMPLETE’.
09.10.1989 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Reclassified from wagon ‘VLCX 225 T’ to ’ wagon ‘VLVX 7 S’.

VLCX 226

Details: wagon ‘VLCX 226 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 228

03.11.1994 Reclassified from wagon ‘VLCX 228 A’ to ’ wagon ‘RLCX 228 T’.

VLCX 229

Details: wagon ‘VLCX 229 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

17.10.1989 Repair ‘END HOSE’.

VLCX 230

Details: wagon ‘VLCX 230 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 231

Details: wagon ‘VLCX 231 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 232

Details: wagon ‘VLCX 232 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.11.1991 Repair ‘GRAFFITI REMOVAL’.

VLCX 233

Details: wagon ‘VLCX 233 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 235

Details: wagon ‘VLCX 235 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 236

Details: wagon ‘VLCX 236 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 237

Details: wagon ‘VLCX 237 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 238

Details: wagon ‘VLCX 238 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VLCX 239

Details: wagon ‘VLCX 239 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 240

Details: wagon ‘VLCX 240 N’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.09.1989 Repair ‘HANDRAILS END’.

VLCX 241

Details: wagon ‘VLCX 241 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1990 Repair ‘COUPLER KNUCKLE’.
19.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.12.1990 Repair ‘EMPTY LOAD VALVE’.
19.12.1990 Repair ‘GRADE CONTROL VALVE’.

VLCX 242

09.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLCX 245

Details: wagon ‘VLCX 245 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘DOOR COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 246

28.04.1994 Reclassified from wagon ‘VLCX 246 V’ to ’ wagon ‘RLCX 246 R’.

VLCX 247

Details: wagon ‘VLCX 247 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.06.1991 Repair ‘STEP’.

VLCX 248

Details: wagon ‘VLCX 248 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21213



2. TIMS GROUP INFORMATION - WAGONS

VLCX 249

Details: wagon ‘VLCX 249 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 250

03.11.1994 Reclassified from wagon ‘VLCX 250 V’ to ’ wagon ‘RLCX 250 R’.

VLCX 252

Details: wagon ‘VLCX 252 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.09.1989 Repair ‘END HOSE’.
24.09.1989 Repair ‘STEP’.

VLCX 253

Details: wagon ‘VLCX 253 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.10.1990 Repair ‘SIDE STEP’.

VLCX 254

20.04.1991 Repair ‘COUPLER TRIGGER LEVER’.

VLCX 256

Details: wagon ‘VLCX 256 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.03.1991 Repair ‘SIDE STEP’.

VLCX 257

Details: wagon ‘VLCX 257 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 258

Details: wagon ‘VLCX 258 B’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.04.1991 Repair ‘STEP’.

VLCX 259

Details: wagon ‘VLCX 259 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 260

Details: wagon ‘VLCX 260 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 263

Details: wagon ‘VLCX 263 K’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.07.1989 Repair ‘END HOSE’.
19.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 264

Details: wagon ‘VLCX 264 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.03.1990 Repair ‘BRAKE BLOCK RB95’.
30.06.1990 Repair ‘BRAKE BLOCK RB95’.

VLCX 265

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘DOOR COMPLETE’.
12.06.1991 Repair ‘DOOR ROLLER’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
12.06.1991 Repair ‘STEP’.
27.03.1992 Repair ‘STEP’.

VLCX 266

Details: wagon ‘VLCX 266 Y’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 268

Details: wagon ‘VLCX 268 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 269

10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1990 Repair ‘VEHICLE COMPLETE’.

VLCX 270

Details: wagon ‘VLCX 270 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 271

13.08.1989 Repair ‘BRAKE BLOCK RB95’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘DOOR COMPLETE’.

VLCX 273

Details: wagon ‘VLCX 273 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 274

Details: wagon ‘VLCX 274 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 277

Details: wagon ‘VLCX 277 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 278

Details: wagon ‘VLCX 278 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 279

Details: wagon ‘VLCX 279 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.04.1990 Repair ‘END HOSE’.

VLCX 280

Details: wagon ‘VLCX 280 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

30.04.1994 Repair ‘VEHICLE COMPLETE’.

VLCX 281

Details: wagon ‘VLCX 281 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

03.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1994 Repair ‘BOGIE COMPLETE’.
03.05.1994 Repair ‘BRAKE LEVER’.
03.05.1994 Repair ‘DOOR COMPLETE’.

VLCX 282

Details: wagon ‘VLCX 282 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.10.1989 Repair ‘HANDRAILS’.
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VLCX 283

04.04.1990 Repair ‘DOOR COMPLETE’.
13.01.1992 Repair ‘VEHICLE COMPLETE’.

VLCX 284

Details: wagon ‘VLCX 284 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 285

Details: wagon ‘VLCX 285 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 286

Details: wagon ‘VLCX 286 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

VLCX 287

23.05.1990 Repair ‘STEP’.
05.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1994 Reclassified from wagon ‘VLCX 287 Q’ to ’ wagon ‘RLCX 287 M’.

VLCX 288

Details: wagon ‘VLCX 288 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 289

Details: wagon ‘VLCX 289 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.09.1990 Repair ‘HANDRAILS’.

VLCX 290

Details: wagon ‘VLCX 290 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

17.03.1993 Repair ‘HANDRAILS END’.

VLCX 291

Details: wagon ‘VLCX 291 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 292

Details: wagon ‘VLCX 292 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.04.1991 Repair ‘HANDRAILS END’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘BRANCH PIPE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
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VLCX 293

Details: wagon ‘VLCX 293 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 294

Details: wagon ‘VLCX 294 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.10.1990 Repair ‘COUPLER TRIGGER LEVER’.

VLCX 295

Details: wagon ‘VLCX 295 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 297

Details: wagon ‘VLCX 297 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 299

08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘DOOR COMPLETE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.

VLCX 300

11.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1991 Repair ‘BRAKE BLOCK RB95’.
11.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘ISOLATING COCK’.

VLCX 301

Details: wagon ‘VLCX 301 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 302

Details: wagon ‘VLCX 302 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.07.1989 Repair ‘DOOR FRAME’.
01.07.1989 Repair ‘DOOR ROLLER’.

VLCX 303

Details: wagon ‘VLCX 303 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLCX 306

Details: wagon ‘VLCX 306 T’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

03.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 307

02.11.1991 Repair ‘SIDE BEARER’.

VLCX 308

Details: wagon ‘VLCX 308 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.08.1990 Repair ‘DOOR COMPLETE’.

VLCX 309

Details: wagon ‘VLCX 309 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 311

Details: wagon ‘VLCX 311 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 312

Details: wagon ‘VLCX 312 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

VLCX 313

Details: wagon ‘VLCX 313 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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20.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
20.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLCX 314

15.08.1994 Reclassified from wagon ‘VLCX 314 J’ to ’ wagon ‘VLVX 2 T’.

VLCX 315

13.10.1989 Repair ‘END HOSE’.

VLCX 317

14.06.1990 Repair ‘HANDRAILS END’.
03.09.1994 Reclassified from wagon ‘VLCX 317 N’ to ’ wagon ‘VLVX 17 D’.

VLCX 318

Details: wagon ‘VLCX 318 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Repair ‘WHEEL SET’.

VLCX 320

Details: wagon ‘VLCX 320 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLCX 320 A
BSG Code: VXLZ

Capacity of 41 tonnes

25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLCX 320 A’
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLCX 320 A’

VLCX 322

04.05.1994 Reclassified from wagon ‘VLCX 322 W’ to ’ wagon ‘RLCX 322 S’.

VLCX 323

Details: wagon ‘VLCX 323 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 324

Details: wagon ‘VLCX 324 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘DOOR COMPLETE’.
20.07.1989 Repair ‘DOOR ROLLER’.

VLCX 325

Details: wagon ‘VLCX 325 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 326

Details: wagon ‘VLCX 326 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 327

Details: wagon ‘VLCX 327 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 328

Details: wagon ‘VLCX 328 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 329

Details: wagon ‘VLCX 329 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 331

Details: wagon ‘VLCX 331 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1994 Repair ‘BRAKE LEVER’.
06.01.1994 Repair ‘BRAKE PULL ROD’.
06.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
06.01.1994 Repair ‘COUPLER KNUCKLE’.
06.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VLCX 332

Details: wagon ‘VLCX 332 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.07.1990 Repair ‘HANDRAILS END’.

VLCX 333

Details: wagon ‘VLCX 333 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 334

Details: wagon ‘VLCX 334 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 335

Details: wagon ‘VLCX 335 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.05.1990 Repair ‘STEP’.

VLCX 338

Details: wagon ‘VLCX 338 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘DOOR LOCK MECHANISM’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.

VLCX 340

Details: wagon ‘VLCX 340 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.10.1989 Repair ‘DOOR ROLLER’.

VLCX 341

Details: wagon ‘VLCX 341 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 343

Details: wagon ‘VLCX 343 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 344

03.09.1994 Reclassified from wagon ‘VLCX 344 K’ to ’ wagon ‘VLVX 4 Y’.

VLCX 347

Details: wagon ‘VLCX 347 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 348

Details: wagon ‘VLCX 348 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 349

Details: wagon ‘VLCX 349 J’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 351

Details: wagon ‘VLCX 351 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.10.1989 Repair ‘DOOR LOCK MECHANISM’.

VLCX 352

Details: wagon ‘VLCX 352 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 354

Details: wagon ‘VLCX 354 S’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLCX 355

Details: wagon ‘VLCX 355 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.05.1990 Repair ‘STEP’.

VLCX 356

Details: wagon ‘VLCX 356 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
24.07.1989 Repair ‘VEHICLE COMPLETE’.
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VLCX 357

Details: wagon ‘VLCX 357 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 358

Details: wagon ‘VLCX 358 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 359

Details: wagon ‘VLCX 359 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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VLCX 360

Details: wagon ‘VLCX 360 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

25.07.1989 Repair ‘STEP’.

VLCX 361

Details: wagon ‘VLCX 361 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 362

Details: wagon ‘VLCX 362 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 363

Details: wagon ‘VLCX 363 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘COUPLER KNUCKLE’.

VLCX 364

Details: wagon ‘VLCX 364 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 365

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
23.08.1989 Repair ‘VEHICLE STENCILS’.

VLCX 366

Details: wagon ‘VLCX 366 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 367

Details: wagon ‘VLCX 367 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.07.1989 Repair ‘BRANCH PIPE’.
28.11.1989 Repair ‘DOOR COMPLETE’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘DOOR COMPLETE’.
16.11.1990 Repair ‘EMPTY LOAD VALVE’.
16.11.1990 Repair ‘GRADE CONTROL VALVE’.

VLCX 368

Details: wagon ‘VLCX 368 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 369

Details: wagon ‘VLCX 369 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 370

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘DOOR COMPLETE’.
02.10.1989 Repair ‘EMPTY LOAD VALVE’.
02.10.1989 Repair ‘GRADE CONTROL VALVE’.
13.10.1989 Repair ‘DOOR ROLLER’.

VLCX 371

Details: wagon ‘VLCX 371 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.11.1991 Repair ‘COUPLER KNUCKLE PIN’.

VLCX 372

Details: wagon ‘VLCX 372 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 374

04.04.1990 Repair ‘DOOR COMPLETE’.
03.11.1994 Reclassified from wagon ‘VLCX 374 L’ to ’ wagon ‘RLCX 374 H’.

VLCX 375

Details: wagon ‘VLCX 375 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 376

Details: wagon ‘VLCX 376 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 377

Details: wagon ‘VLCX 377 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 378

Details: wagon ‘VLCX 378 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 379

Details: wagon ‘VLCX 379 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 381

Details: wagon ‘VLCX 381 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.11.1991 Repair ‘SIDE BEARER’.

VLCX 382

Details: wagon ‘VLCX 382 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1991 Repair ‘DOOR COMPLETE’.
14.05.1991 Repair ‘VEHICLE COMPLETE’.

VLCX 383

Details: wagon ‘VLCX 383 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

31.07.1989 Repair ‘WEAR PLATES & SADDLES’.
11.03.1990 Repair ‘EMPTY LOAD VALVE’.

VLCX 384

Details: wagon ‘VLCX 384 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 385

Details: wagon ‘VLCX 385 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 387

Details: wagon ‘VLCX 387 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 388

Details: wagon ‘VLCX 388 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 389

Details: wagon ‘VLCX 389 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.10.1989 Repair ‘DOOR COMPLETE’.
31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘COUPLER KNUCKLE’.
31.10.1989 Repair ‘EMPTY LOAD VALVE’.
31.10.1989 Repair ‘GRADE CONTROL VALVE’.
31.10.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.

VLCX 391

Details: wagon ‘VLCX 391 A’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 392

06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
03.09.1994 Reclassified from wagon ‘VLCX 392 J’ to ’ wagon ‘VLVX 15 X’.

VLCX 394

03.11.1994 Reclassified from wagon ‘VLCX 394 E’ to ’ wagon ‘RLCX 394 A’.

VLCX 395

Details: wagon ‘VLCX 395 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.03.1992 Repair ‘DOOR FRAME’.

VLCX 396

Details: wagon ‘VLCX 396 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 397

Details: wagon ‘VLCX 397 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.01.1992 Repair ‘VEHICLE COMPLETE’.

VLCX 398

12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘AXLEBOX’.
12.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.

VLCX 399

Details: wagon ‘VLCX 399 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 401

Details: wagon ‘VLCX 401 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 402

19.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.09.1994 Reclassified from wagon ‘VLCX 402 N’ to ’ wagon ‘VLVX 3 F’.

VLCX 403

Details: wagon ‘VLCX 403 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 404

Details: wagon ‘VLCX 404 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

VLCX 405

Details: wagon ‘VLCX 405 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 406

Details: wagon ‘VLCX 406 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.04.1990 Repair ‘DOOR COMPLETE’.
16.06.1990 Repair ‘BRAKE BLOCK RB95’.

VLCX 407

Details: wagon ‘VLCX 407 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 408

Details: wagon ‘VLCX 408 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 410

02.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLCX 411

Details: wagon ‘VLCX 411 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 412

Details: wagon ‘VLCX 412 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘HANDRAILS’.
21.07.1989 Repair ‘WHEEL SET’.
27.11.1990 Repair ‘BOGIE COMPLETE’.

VLCX 413

Details: wagon ‘VLCX 413 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 414

Details: wagon ‘VLCX 414 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

31.08.1990 Repair ‘BRAKE BLOCK RB95’.
26.09.1993 Repair ‘END HOSE’.
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VLCX 415

Details: wagon ‘VLCX 415 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VLCX 416

Details: wagon ‘VLCX 416 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 417

Details: wagon ‘VLCX 417 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 418

Details: wagon ‘VLCX 418 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.10.1989 Repair ‘BOGIE BEARINGS’.
02.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.

VLCX 419

Details: wagon ‘VLCX 419 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘DOOR COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.

VLCX 420

Details: wagon ‘VLCX 420 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 421

Details: wagon ‘VLCX 421 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 423

Details: wagon ‘VLCX 423 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 424

Details: wagon ‘VLCX 424 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S

21258



2.834. Wagon classification starting with ‘VLC’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.09.1990 Repair ‘STEP’.

VLCX 425

Details: wagon ‘VLCX 425 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 426

Details: wagon ‘VLCX 426 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLCX 427

Details: wagon ‘VLCX 427 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 428

03.09.1994 Reclassified from wagon ‘VLCX 428 Y’ to ’ wagon ‘VLVX 14 W’.

VLCX 429

Details: wagon ‘VLCX 429 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 430

Details: wagon ‘VLCX 430 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.12.1993 Repair ‘DOOR COMPLETE’.
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VLCX 431

Details: wagon ‘VLCX 431 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 432

Details: wagon ‘VLCX 432 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 434

Details: wagon ‘VLCX 434 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.

VLCX 435

Details: wagon ‘VLCX 435 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 437

Details: wagon ‘VLCX 437 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 438

03.09.1994 Reclassified from wagon ‘VLCX 438 W’ to ’ wagon ‘VLVX 8 E’.

VLCX 440

Details: wagon ‘VLCX 440 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 441

Details: wagon ‘VLCX 441 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.02.1991 Repair ‘HANDRAILS’.

VLCX 442

Details: wagon ‘VLCX 442 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 443

24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘DOOR LOCK MECHANISM’.
24.04.1990 Repair ‘DOOR ROLLER’.
03.11.1994 Reclassified from wagon ‘VLCX 443 X’ to ’ wagon ‘RLCX 443 E’.
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VLCX 444

Details: wagon ‘VLCX 444 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE ADAPTER’.
24.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1989 Repair ‘BRAKE PULL ROD’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VLCX 445

Details: wagon ‘VLCX 445 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 446

Details: wagon ‘VLCX 446 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.09.1990 Repair ‘HANDRAILS’.

VLCX 447

Details: wagon ‘VLCX 447 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 449

Details: wagon ‘VLCX 449 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.03.1991 Repair ‘STEP’.
02.11.1991 Repair ‘SIDE BEARER’.

VLCX 450

Details: wagon ‘VLCX 450 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 451

Details: wagon ‘VLCX 451 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 452

Details: wagon ‘VLCX 452 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 454

Details: wagon ‘VLCX 454 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 455

Details: wagon ‘VLCX 455 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.10.1989 Repair ‘DOOR ROLLER’.

VLCX 456

Details: wagon ‘VLCX 456 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 457

Details: wagon ‘VLCX 457 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.08.1990 Repair ‘DOOR COMPLETE’.

VLCX 459

Details: wagon ‘VLCX 459 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 460

04.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.05.1991 Repair ‘BRAKE BLOCK RB95’.
04.05.1991 Repair ‘BRAKE LEVER’.
04.05.1991 Repair ‘BRAKE PIN’.
04.05.1991 Repair ‘BRAKE PULL ROD’.
04.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1991 Repair ‘EMPTY LOAD VALVE’.
04.05.1991 Repair ‘GRADE CONTROL VALVE’.
04.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VLCX 461

Details: wagon ‘VLCX 461 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘TRAIN PIPE (END)’.
19.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLCX 462

Details: wagon ‘VLCX 462 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 463

Details: wagon ‘VLCX 463 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘DOOR FRAME’.
11.08.1989 Repair ‘DOOR LOCK MECHANISM’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
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10.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.05.1990 Repair ‘COUPLER KNUCKLE’.
10.05.1990 Repair ‘DOOR COMPLETE’.

VLCX 464

Details: wagon ‘VLCX 464 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 465

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘DOOR FRAME’.
11.08.1989 Repair ‘DOOR ROLLER’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
25.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.

VLCX 466

03.09.1994 Reclassified from wagon ‘VLCX 466 F’ to ’ wagon ‘VLVX 9 N’.

VLCX 467

Details: wagon ‘VLCX 467 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 468

Details: wagon ‘VLCX 468 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 470

15.08.1994 Reclassified from wagon ‘VLCX 470 F’ to ’ wagon ‘VLVX 1 K’.

VLCX 472

Details: wagon ‘VLCX 472 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 473

Details: wagon ‘VLCX 473 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 474

Details: wagon ‘VLCX 474 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

30.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1993 Repair ‘HANDRAILS END’.

VLCX 475

Details: wagon ‘VLCX 475 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 476

Details: wagon ‘VLCX 476 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.04.1990 Repair ‘DOOR COMPLETE’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
22.04.1991 Repair ‘DOOR COMPLETE’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.

VLCX 477

Details: wagon ‘VLCX 477 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 478

Details: wagon ‘VLCX 478 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.03.1990 Repair ‘STEP’.
11.04.1990 Repair ‘DOOR COMPLETE’.
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VLCX 479

Details: wagon ‘VLCX 479 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.11.1991 Repair ‘GRAFFITI REMOVAL’.

VLCX 480

Details: wagon ‘VLCX 480 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 481

Details: wagon ‘VLCX 481 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 482

Details: wagon ‘VLCX 482 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.02.1990 Repair ‘END HOSE’.

VLCX 484

Details: wagon ‘VLCX 484 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 485

Details: wagon ‘VLCX 485 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 486

Details: wagon ‘VLCX 486 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 487

23.03.1990 Repair ‘STEP’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.03.1990 Repair ‘DOOR COMPLETE’.
29.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VLCX 489

Details: wagon ‘VLCX 489 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 490

Details: wagon ‘VLCX 490 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 491

Details: wagon ‘VLCX 491 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 492

Details: wagon ‘VLCX 492 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 493

03.07.1989 Repair ‘NYLON HOSE’.
03.09.1994 Reclassified from wagon ‘VLCX 493 C’ to ’ wagon ‘VLVX 19 V’.

VLCX 494

Details: wagon ‘VLCX 494 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 496

Details: wagon ‘VLCX 496 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 497

Details: wagon ‘VLCX 497 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 498

Details: wagon ‘VLCX 498 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 499

Details: wagon ‘VLCX 499 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 500

Details: wagon ‘VLCX 500 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘DOOR COVERING’.
07.08.1989 Repair ‘DOOR FRAME’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.

VLCX 501

Details: wagon ‘VLCX 501 L’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 503

Details: wagon ‘VLCX 503 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.10.1989 Repair ‘DOOR ROLLER’.
20.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 504

18.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 505

Details: wagon ‘VLCX 505 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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13.08.1989 Repair ‘STEP’.

VLCX 506

25.09.1989 Repair ‘STEP’.

VLCX 507

Details: wagon ‘VLCX 507 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.11.1991 Repair ‘SIDE BEARER’.

VLCX 508

Details: wagon ‘VLCX 508 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.09.1989 Repair ‘DOOR ROLLER’.

VLCX 509

Details: wagon ‘VLCX 509 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 511

Details: wagon ‘VLCX 511 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 512

Details: wagon ‘VLCX 512 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 514

Details: wagon ‘VLCX 514 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 515

Details: wagon ‘VLCX 515 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 517

05.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.

VLCX 521

Details: wagon ‘VLCX 521 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 522

Details: wagon ‘VLCX 522 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.09.1989 Repair ‘HANDRAILS END’.

VLCX 523

Details: wagon ‘VLCX 523 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 524

Details: wagon ‘VLCX 524 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 525

Details: wagon ‘VLCX 525 R’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 527

Details: wagon ‘VLCX 527 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

22.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 528

Details: wagon ‘VLCX 528 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 529

Details: wagon ‘VLCX 529 H’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 530

Details: wagon ‘VLCX 530 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 531

Details: wagon ‘VLCX 531 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLCX 532

03.09.1994 Reclassified from wagon ‘VLCX 532 V’ to ’ wagon ‘VLVX 5 A’.
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VLCX 533

Details: wagon ‘VLCX 533 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 534

Details: wagon ‘VLCX 534 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘BRAKE LEVER’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘DOOR LOCK MECHANISM’.
22.07.1989 Repair ‘DOOR SLIDE RAIL’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
22.07.1989 Repair ‘HANDRAILS’.
22.07.1989 Repair ‘VEHICLE COMPLETE’.

VLCX 535

Details: wagon ‘VLCX 535 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 536

14.11.1989 Repair ‘HANDRAILS END’.

VLCX 537

Details: wagon ‘VLCX 537 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 538

04.05.1994 Reclassified from wagon ‘VLCX 538 G’ to ’ wagon ‘RLCX 538 C’.

VLCX 539

Details: wagon ‘VLCX 539 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 542

Details: wagon ‘VLCX 542 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 546

10.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1990 Repair ‘BOGIE COMPLETE’.
10.03.1990 Repair ‘BRANCH PIPE’.
10.03.1990 Repair ‘VEHICLE COMPLETE’.

VLCX 547

28.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 548

Details: wagon ‘VLCX 548 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.01.1992 Repair ‘VEHICLE COMPLETE’.

VLCX 549

Details: wagon ‘VLCX 549 A’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 550

03.11.1994 Reclassified from wagon ‘VLCX 550 T’ to ’ wagon ‘RLCX 550 P’.

VLCX 552

Details: wagon ‘VLCX 552 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 553

13.01.1992 Repair ‘VEHICLE COMPLETE’.

VLCX 554

Details: wagon ‘VLCX 554 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

03.04.1990 Repair ‘DOOR COMPLETE’.
15.04.1993 Repair ‘WHEEL SET’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.

VLCX 556

Details: wagon ‘VLCX 556 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 558

19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1992 Repair ‘BRAKE PULL ROD’.
19.06.1992 Repair ‘COUPLER KNUCKLE’.
28.03.1994 Reclassified from wagon ‘VLCX 558 W’ to ’ wagon ‘RLCX 558 S’.

VLCX 560

03.09.1994 Reclassified from wagon ‘VLCX 560 E’ to ’ wagon ‘VLVX 6 J’.

VLCX 561

Details: wagon ‘VLCX 561 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

VLCX 562

Details: wagon ‘VLCX 562 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 563

Details: wagon ‘VLCX 563 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 564

Details: wagon ‘VLCX 564 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 565

Details: wagon ‘VLCX 565 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 566

Details: wagon ‘VLCX 566 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

30.10.1989 Repair ‘DOOR COMPLETE’.

VLCX 567

Details: wagon ‘VLCX 567 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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31.07.1989 Repair ‘SIDE STEP’.
22.05.1991 Repair ‘END HOSE’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.

VLCX 568

Details: wagon ‘VLCX 568 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.04.1990 Repair ‘VEHICLE COMPLETE’.

VLCX 569

Details: wagon ‘VLCX 569 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 570

25.05.1994 Reclassified from wagon ‘VLCX 570 M’ to ’ wagon ‘RLCX 570 X’.

VLCX 571

Details: wagon ‘VLCX 571 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 573

Details: wagon ‘VLCX 573 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 575

Details: wagon ‘VLCX 575 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

09.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1989 Repair ‘BOGIE COMPLETE’.
28.04.1990 Repair ‘DOOR COMPLETE’.

VLCX 576

Details: wagon ‘VLCX 576 U’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 577

26.07.1989 Repair ‘SIDE STEP’.
26.07.1989 Repair ‘STEP’.
01.03.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

VLCX 579

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘DOOR LOCK MECHANISM’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.06.1990 Repair ‘HANDRAILS’.
03.11.1994 Reclassified from wagon ‘VLCX 579 B’ to ’ wagon ‘RLCX 579 U’.

VLCX 580

Details: wagon ‘VLCX 580 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 581

Details: wagon ‘VLCX 581 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.06.1990 Repair ‘BRAKE BLOCK OTHER’.

VLCX 582

Details: wagon ‘VLCX 582 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 583

Details: wagon ‘VLCX 583 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 584

Details: wagon ‘VLCX 584 K’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.10.1989 Repair ‘DOOR COMPLETE’.

VLCX 585

14.09.1989 Repair ‘HANDRAILS END’.

VLCX 586

Details: wagon ‘VLCX 586 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 587

Details: wagon ‘VLCX 587 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.04.1990 Repair ‘DOOR COMPLETE’.
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VLCX 588

Details: wagon ‘VLCX 588 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 589

Details: wagon ‘VLCX 589 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 590

Details: wagon ‘VLCX 590 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 591

Details: wagon ‘VLCX 591 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 592

Details: wagon ‘VLCX 592 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1991 Repair ‘COUPLER KNUCKLE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.

VLCX 593

Details: wagon ‘VLCX 593 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

20.05.1990 Repair ‘STEP’.

VLCX 594

Details: wagon ‘VLCX 594 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 595

Details: wagon ‘VLCX 595 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 596

Details: wagon ‘VLCX 596 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

30.04.1991 Repair ‘HANDRAILS’.

VLCX 597

Details: wagon ‘VLCX 597 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLCX 598

Details: wagon ‘VLCX 598 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 600

Details: wagon ‘VLCX 600 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘COUPLER KNUCKLE’.
02.10.1989 Repair ‘DOOR COMPLETE’.
02.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.04.1992 Repair ‘HANDRAILS END’.

VLCX 601

Details: wagon ‘VLCX 601 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 604

Details: wagon ‘VLCX 604 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.11.1990 Repair ‘BOGIE COMPLETE’.
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VLCX 606

Details: wagon ‘VLCX 606 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 607

Details: wagon ‘VLCX 607 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 608

Details: wagon ‘VLCX 608 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 609

Details: wagon ‘VLCX 609 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 610

Details: wagon ‘VLCX 610 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 611

14.07.1990 Repair ‘STEP’.

VLCX 613

Details: wagon ‘VLCX 613 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLCX 614

Details: wagon ‘VLCX 614 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 615

03.11.1994 Reclassified from wagon ‘VLCX 615 Q’ to ’ wagon ‘RLCX 615 M’.

VLCX 616

Details: wagon ‘VLCX 616 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 617

Details: wagon ‘VLCX 617 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXLZ

17.03.1993 Repair ‘COUPLER KNUCKLE PIN’.

VLCX 618

Details: wagon ‘VLCX 618 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.08.1990 Repair ‘HANDRAILS END’.

VLCX 620

Details: wagon ‘VLCX 620 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

08.09.1990 Repair ‘HANDRAILS END’.

VLCX 621

Details: wagon ‘VLCX 621 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad

21307



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 622

Details: wagon ‘VLCX 622 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.12.1989 Repair ‘DOOR COMPLETE’.

VLCX 623

Details: wagon ‘VLCX 623 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLCX 624

Details: wagon ‘VLCX 624 P’ in AN ‘Mainland Division’.

Operator: C
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2.834. Wagon classification starting with ‘VLC’

Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.07.1989 Repair ‘DOOR FRAME’.
01.07.1989 Repair ‘DOOR ROLLER’.

VLCX 625

Details: wagon ‘VLCX 625 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 626

Details: wagon ‘VLCX 626 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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VLCX 627

Details: wagon ‘VLCX 627 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 628

Details: wagon ‘VLCX 628 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.08.1989 Repair ‘BRANCH PIPE’.
10.08.1989 Repair ‘VEHICLE COMPLETE’.

VLCX 629

Details: wagon ‘VLCX 629 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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07.05.1991 Repair ‘STEP’.

VLCX 632

Details: wagon ‘VLCX 632 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 633

Details: wagon ‘VLCX 633 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.06.1991 Repair ‘STEP’.
16.06.1991 Repair ‘WHEEL SET’.

VLCX 634

Details: wagon ‘VLCX 634 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 635

07.10.1990 Repair ‘STEP’.

VLCX 636

Details: wagon ‘VLCX 636 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

23.05.1994 Repair ‘VEHICLE COMPLETE’.

VLCX 637

Details: wagon ‘VLCX 637 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 639

Details: wagon ‘VLCX 639 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 640

Details: wagon ‘VLCX 640 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.11.1991 Repair ‘COUPLER KNUCKLE PIN’.

VLCX 642

Details: wagon ‘VLCX 642 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 645

03.11.1994 Reclassified from wagon ‘VLCX 645 R’ to ’ wagon ‘RLCX 645 N’.

VLCX 646

13.01.1992 Repair ‘VEHICLE COMPLETE’.
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VLCX 648

Details: wagon ‘VLCX 648 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 649

Details: wagon ‘VLCX 649 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.07.1989 Repair ‘DOOR COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.
21.07.1989 Repair ‘VEHICLE COMPLETE’.

VLCX 650

Details: wagon ‘VLCX 650 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.834. Wagon classification starting with ‘VLC’

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BRAKE LEVER’.
22.09.1989 Repair ‘BRAKE PULL ROD’.
22.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.09.1989 Repair ‘COUPLER KNUCKLE’.
22.09.1989 Repair ‘EMPTY LOAD VALVE’.
22.09.1989 Repair ‘GRADE CONTROL VALVE’.

VLCX 651

Details: wagon ‘VLCX 651 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 652

Details: wagon ‘VLCX 652 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 654

Details: wagon ‘VLCX 654 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘DOOR COMPLETE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.

VLCX 655

Details: wagon ‘VLCX 655 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLCX 656

Details: wagon ‘VLCX 656 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.

VLCX 657

Details: wagon ‘VLCX 657 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE LEVER’.
25.10.1990 Repair ‘BRAKE PULL ROD’.
25.10.1990 Repair ‘BRANCH PIPE’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Repair ‘HANDRAILS END’.
25.10.1990 Repair ‘TRAIN PIPE’.
28.03.1991 Repair ‘END HOSE’.
28.03.1991 Repair ‘TRAIN PIPE’.

VLCX 658

03.09.1994 Reclassified from wagon ‘VLCX 658 G’ to ’ wagon ‘VLVX 20 R’.

VLCX 659

03.11.1994 Reclassified from wagon ‘VLCX 659 P’ to ’ wagon ‘RLCX 659 L’.

VLCX 660

Details: wagon ‘VLCX 660 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

2.835 Wagon classification starting with ‘VLD’

VLDX 1

Details: wagon ‘VLDX 1 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLDX 2

Details: wagon ‘VLDX 2 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘BRAKE BLOCK RB95’.
10.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
10.07.1989 Repair ‘BRAKE PULL ROD’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
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2.835. Wagon classification starting with ‘VLD’

VLDX 3

Details: wagon ‘VLDX 3 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLDX 4

Details: wagon ‘VLDX 4 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.04.1990 Repair ‘DOOR COMPLETE’.
11.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.03.1991 Repair ‘HANDRAILS’.

VLDX 5

Details: wagon ‘VLDX 5 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLDX 6

Details: wagon ‘VLDX 6 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.01.1991 Repair ‘HANDRAILS END’.
14.01.1991 Repair ‘STEP’.

VLDX 7

Details: wagon ‘VLDX 7 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

20.01.1991 Repair ‘STEP’.
15.07.1993 Repair ‘END HOSE’.

VLDX 8

Details: wagon ‘VLDX 8 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
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Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

09.07.1989 Repair ‘BRAKE BLOCK RB95’.

VLDX 9

Details: wagon ‘VLDX 9 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.08.1989 Repair ‘HANDRAILS END’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
28.04.1990 Repair ‘DOOR COMPLETE’.

VLDX 10

Details: wagon ‘VLDX 10 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLDX 11

Details: wagon ‘VLDX 11 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

23.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1990 Repair ‘BRAKE PULL ROD’.
23.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VLDX 12

Details: wagon ‘VLDX 12 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.10.1989 Repair ‘HANDRAILS’.
11.10.1989 Repair ‘HANDRAILS END’.

VLDX 13

Details: wagon ‘VLDX 13 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.03.1993 Repair ‘HANDRAILS’.
11.03.1993 Repair ‘HANDRAILS END’.

VLDX 14

Details: wagon ‘VLDX 14 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLDX 15

Details: wagon ‘VLDX 15 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.06.1991 Repair ‘HANDRAILS END’.

VLDX 16

Details: wagon ‘VLDX 16 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
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Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.12.1991 Repair ‘HANDRAILS END’.

VLDX 17

Details: wagon ‘VLDX 17 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLDX 18

Details: wagon ‘VLDX 18 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.12.1991 Repair ‘HANDRAILS’.

VLDX 19

Details: wagon ‘VLDX 19 N’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLDX 20

Details: wagon ‘VLDX 20 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

2.836 Wagon classification starting with ‘VLE’

VLEX 803

Details: wagon ‘VLEX 803 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.10.1989 Repair ‘DOOR COMPLETE’.
12.10.1989 Repair ‘HANDBRAKE HANDLE’.
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VLEX 804

22.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLEX 805

Details: wagon ‘VLEX 805 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.01.1990 Repair ‘BRAKE PULL ROD’.
22.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLEX 806

Details: wagon ‘VLEX 806 Y’ in AN ‘Mainland Division’.

Owner: VIC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 806 Y; EX RLEX 806 K
BSG Code: VXLZ

Capacity of 54 tonnes

16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 806 K’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 806 K’
24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
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24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RLEX 806 K’

VLEX 807

06.09.1992 Repair ‘DOOR COMPLETE’.
12.10.1994 Reclassified from wagon ‘VLEX 807 A’ to ’ wagon ‘RLEX 807 T’.

VLEX 808

Details: wagon ‘VLEX 808 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.09.1989 Repair ‘STEP’.

VLEX 810

Details: wagon ‘VLEX 810 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.01.1990 Repair ‘STEP’.
19.03.1991 Repair ‘YOKE CARRIER’.

VLEX 811

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.12.1989 Repair ‘BRANCH PIPE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
07.09.1990 Repair ‘HANDRAILS END’.
25.05.1994 Reclassified from wagon ‘VLEX 811 A’ to ’ wagon ‘RLEX 811 T’.

VLEX 812

Details: wagon ‘VLEX 812 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.02.1991 Repair ‘STEP’.

VLEX 813

Details: wagon ‘VLEX 813 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

03.10.1989 Repair ‘BRAKE BLOCK RB95’.
29.04.1990 Repair ‘STRIKING CASTING’.

VLEX 815

06.12.1990 Repair ‘HANDRAILS END’.
10.08.1995 Reclassified from wagon ‘VLEX 815 N’ to ’ wagon ‘RLLX 815 H’.
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VLEX 818

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘DOOR COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘DOOR COMPLETE’.
04.05.1992 Repair ‘TWIST LOCK’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Reclassified from wagon ‘VLEX 818 R’ to ’ wagon ‘RLEX 818 N’.

VLEX 819

Details: wagon ‘VLEX 819 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 819 D, EX RLEX 819 W
BSG Code: VXLZ

Capacity of 50 tonnes

08.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BRAKE LEVER’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
15.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE COMPLETE’.
27.02.1995 Repair ‘VEHICLE RECLASSIFY’.
27.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 819 W’
06.06.1996 Repair ‘VEHICLE RECLASSIFY’.
06.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 819 W’

VLEX 820

31.08.1995 Reclassified from wagon ‘VLEX 820 W’ to ’ wagon ‘RLEX 820 S’.
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VLEX 821

27.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.11.1991 Repair ‘BOGIE COMPLETE’.
27.11.1991 Repair ‘BRAKE LEVER’.
27.11.1991 Repair ‘VEHICLE COMPLETE’.

VLEX 822

28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.10.1994 Reclassified from wagon ‘VLEX 822 R’ to ’ wagon ‘RLEX 822 N’.

VLEX 823

01.02.1991 Repair ‘HANDRAILS END’.
17.08.1995 Reclassified from wagon ‘VLEX 823 D’ to ’ wagon ‘RLLX 823 U’.

VLEX 825

Details: wagon ‘VLEX 825 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.11.1989 Repair ‘BOGIE SPRING’.
18.11.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 826

Details: wagon ‘VLEX 826 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 826 H, EX RLEX 826 D
BSG Code: VXLZ

Capacity of 50 tonnes

28.03.1991 Repair ‘HANDRAILS’.
13.09.1991 Repair ‘HANDRAILS END’.
23.12.1994 Repair ‘VEHICLE RECLASSIFY’.
23.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 826 D’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 826 D’

VLEX 827

30.10.1989 Repair ‘SHUNT PAD’.
14.11.1990 Repair ‘BRAKE BLOCK RB95’.
17.11.1995 Reclassified from wagon ‘VLEX 827 Q’ to ’ wagon ‘RLEX 827 M’.

VLEX 828

Details: wagon ‘VLEX 828 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.07.1990 Repair ‘BRANCH PIPE’.

VLEX 829

Details: wagon ‘VLEX 829 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BOGIE BEARINGS’.
31.08.1990 Repair ‘BRAKE BLOCK RB95’.
31.08.1990 Repair ‘BRAKE LEVER’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.08.1990 Repair ‘VEHICLE COMPLETE’.

VLEX 830

Details: wagon ‘VLEX 830 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 831

Details: wagon ‘VLEX 831 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

22.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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VLEX 832

Details: wagon ‘VLEX 832 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.10.1989 Repair ‘HANDRAILS END’.
13.03.1992 Repair ‘DISCHARGE DOOR’.

VLEX 833

Details: wagon ‘VLEX 833 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.04.1991 Repair ‘HANDRAILS’.

VLEX 835

Details: wagon ‘VLEX 835 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

14.01.1991 Repair ‘DOOR COMPLETE’.
14.01.1991 Repair ‘DOOR LOCK MECHANISM’.
14.01.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.01.1991 Repair ‘STEP’.

VLEX 836

Details: wagon ‘VLEX 836 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.04.1992 Repair ‘HANDRAILS END’.

VLEX 837

Details: wagon ‘VLEX 837 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

18.04.1990 Repair ‘STEP’.

VLEX 838

Details: wagon ‘VLEX 838 K’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 839

Details: wagon ‘VLEX 839 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 841

Details: wagon ‘VLEX 841 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 841 B; EX RLEX 841 U
BSG Code: VXLZ

Capacity of 50 tonnes

08.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
08.11.1989 Repair ‘COUPLER COMPLETE’.
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08.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
08.11.1989 Repair ‘WEAR PLATES & SADDLES’.
12.11.1994 Repair ‘VEHICLE RECLASSIFY’.
12.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 841 U’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 841 U’
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 841 U’

VLEX 842

Details: wagon ‘VLEX 842 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘COUPLER KNUCKLE PIN’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 843

Details: wagon ‘VLEX 843 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.03.1990 Repair ‘VEHICLE COMPLETE’.
20.09.1992 Repair ‘HANDRAILS END’.
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VLEX 844

Details: wagon ‘VLEX 844 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 844 F, EX RLEX 844 F
BSG Code: VXLZ

Capacity of 54 tonnes

03.05.1990 Repair ‘HANDRAILS’.
03.05.1990 Repair ‘HANDRAILS END’.
07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 844 B’
01.07.1996 Repair ‘VEHICLE RECLASSIFY’.
01.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 844 B’

VLEX 845

Details: wagon ‘VLEX 845 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.06.1990 Repair ‘HANDRAILS END’.
28.06.1990 Repair ‘STEP’.
30.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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VLEX 846

Details: wagon ‘VLEX 846 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.12.1989 Repair ‘STEP’.
08.03.1992 Repair ‘HANDRAILS’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 847

24.04.1995 Reclassified from wagon ‘VLEX 847 J’ to ’ wagon ‘RLEX 847 F’.

VLEX 848

18.04.1995 Reclassified from wagon ‘VLEX 848 S’ to ’ wagon ‘RLEX 848 Y’.

VLEX 849

06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
06.05.1991 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Reclassified from wagon ‘VLEX 849 E’ to ’ wagon ‘RLEX 849 A’.

VLEX 850

Details: wagon ‘VLEX 850 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21338



2.836. Wagon classification starting with ‘VLE’

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRAKE PULL ROD’.
20.03.1990 Repair ‘COUPLER COMPLETE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE OTHER’.
20.03.1990 Repair ‘TOP CENTRE PLATE’.
20.03.1990 Repair ‘YOKE COMPLETE’.
20.03.1990 Repair ‘YOKE PIN’.
25.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLEX 851

01.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘COUPLER KNUCKLE’.
12.02.1991 Repair ‘EMPTY LOAD VALVE’.
12.02.1991 Repair ‘GRADE CONTROL VALVE’.
12.02.1991 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Reclassified from wagon ‘VLEX 851 J’ to ’ wagon ‘RLEX 851 F’.

VLEX 852

Details: wagon ‘VLEX 852 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 853

30.09.1994 Reclassified from wagon ‘VLEX 853 E’ to ’ wagon ‘RLEX 853 A’.

VLEX 854

20.05.1990 Repair ‘STEP’.
01.12.1990 Repair ‘STEP’.
18.04.1995 Reclassified from wagon ‘VLEX 854 N’ to ’ wagon ‘RLEX 854 J’.

VLEX 855

Details: wagon ‘VLEX 855 W’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 855 W; EX RLEX 855 S
BSG Code: VXLZ

Capacity of 50 tonnes

05.11.1989 Repair ‘VEHICLE COMPLETE’.
02.02.1990 Repair ‘STEP’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 855 S’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 855 S’
24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 855 S’

VLEX 856

Details: wagon ‘VLEX 856 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1990 Repair ‘COUPLER KNUCKLE’.
01.12.1990 Repair ‘DOOR COMPLETE’.

VLEX 858

Details: wagon ‘VLEX 858 D’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 858 D
BSG Code: VXLZ

Capacity of 50 tonnes

26.07.1995 Repair ‘VEHICLE RECLASSIFY’.
26.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 858 U’
20.09.1995 Repair ‘VEHICLE COMPLETE’.
20.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 858 U’
30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 858 U’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 858 U’

VLEX 859

26.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1989 Repair ‘TRAIN PIPE (END)’.
07.12.1992 Repair ‘SIDE STEP’.
23.06.1994 Reclassified from wagon ‘VLEX 859 M’ to ’ wagon ‘RLEX 859 X’.

VLEX 861

Details: wagon ‘VLEX 861 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLEX 862

Details: wagon ‘VLEX 862 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLEX 862 W; EX RLLX 862 U
BSG Code: VXLZ

Capacity of 64 tonnes

15.03.1995 Reclassified from wagon ‘VLEX 862 D’ to ’ wagon ‘RLEX 862 W’.
10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 862 U’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 862 U’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 862 U’

VLEX 863

Details: wagon ‘VLEX 863 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.11.1990 Repair ‘STEP’.
08.06.1991 Repair ‘HANDRAILS’.
15.04.1993 Repair ‘HANDRAILS END’.
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VLEX 864

Details: wagon ‘VLEX 864 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 865

03.06.1994 Reclassified from wagon ‘VLEX 865 H’ to ’ wagon ‘RLEX 865 D’.

VLEX 866

Details: wagon ‘VLEX 866 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.11.1989 Repair ‘BRAKE PULL ROD’.
13.11.1989 Repair ‘COUPLER COMPLETE’.
13.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1991 Repair ‘COUPLER KNUCKLE’.
27.07.1991 Repair ‘DOOR COMPLETE’.
27.07.1991 Repair ‘ROOF COMPLETE’.
01.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 868

Details: wagon ‘VLEX 868 L’ in AN ‘Mainland Division’.
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Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 55 tonnes

04.08.1989 Repair ‘STEP’.
20.10.1989 Repair ‘STEP’.
31.08.1990 Repair ‘END HOSE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘DOOR LOCK MECHANISM’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 868 H’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 868 H’

VLEX 869

13.06.1994 Reclassified from wagon ‘VLEX 869 U’ to ’ wagon ‘RLEX 869 Q’.

VLEX 870

Details: wagon ‘VLEX 870 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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16.09.1992 Repair ‘GRAFFITI REMOVAL’.

VLEX 871

Details: wagon ‘VLEX 871 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 872

30.11.1994 Reclassified from wagon ‘VLEX 872 L’ to ’ wagon ‘RLEX 872 H’.

VLEX 873

23.11.1994 Reclassified from wagon ‘VLEX 873 U’ to ’ wagon ‘RBAX 873 H’.

VLEX 874

20.03.1990 Repair ‘STEP’.
27.03.1990 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Reclassified from wagon ‘VLEX 874 G’ to ’ wagon ‘RLEX 874 C’.

VLEX 875

Details: wagon ‘VLEX 875 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Repair ‘YOKE COMPLETE’.
31.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1992 Repair ‘WEAR PLATES & SADDLES’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 877

03.09.1989 Repair ‘END HOSE’.
23.11.1994 Reclassified from wagon ‘VLEX 877 K’ to ’ wagon ‘RLEX 877 G’.

VLEX 879

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE COMPLETE’.
07.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
07.08.1989 Repair ‘SIDE STEP’.
07.08.1989 Repair ‘TRAIN PIPE (END)’.
04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘DOOR COMPLETE’.
30.09.1994 Reclassified from wagon ‘VLEX 879 F’ to ’ wagon ‘RLEX 879 B’.

VLEX 880

Details: wagon ‘VLEX 880 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 881

19.12.1994 Reclassified from wagon ‘VLEX 881 K’ to ’ wagon ‘RLEX 881 G’.

VLEX 882

Details: wagon ‘VLEX 882 T’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

31.10.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 883

Details: wagon ‘VLEX 883 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

31.05.1993 Repair ‘HANDRAILS’.

VLEX 884

Details: wagon ‘VLEX 884 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 884 Y / RLEX 884 K
BSG Code: VXLZ
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Capacity of 54 tonnes

02.04.1990 Repair ‘DOOR COMPLETE’.
09.04.1990 Repair ‘DOOR COMPLETE’.
09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Repair ‘BRAKE PULL ROD’.
09.11.1990 Repair ‘BRANCH PIPE’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘DOOR COMPLETE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.
09.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.11.1990 Repair ‘TRAIN PIPE (END)’.
12.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Repair ‘VEHICLE RECLASSIFY’.
16.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 884 K’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 884 K’

VLEX 886

Details: wagon ‘VLEX 886 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

25.03.1993 Repair ‘STEP’.

VLEX 887

08.12.1990 Repair ‘END BRAKE COCK’.
08.12.1990 Repair ‘END HOSE’.
08.12.1990 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1993 Repair ‘WHEEL SET’.
09.01.1995 Reclassified from wagon ‘VLEX 887 S’ to ’ wagon ‘RLEX 887 Y’.
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VLEX 888

Details: wagon ‘VLEX 888 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.09.1989 Repair ‘END HOSE’.
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘WHEEL SET’.
17.03.1991 Repair ‘BRAKE BLOCK RB95’.

VLEX 890

07.09.1995 Reclassified from wagon ‘VLEX 890 J’ to ’ wagon ‘RLEX 890 F’.

VLEX 891

03.11.1994 Reclassified from wagon ‘VLEX 891 S’ to ’ wagon ‘RLEX 891 Y’.

VLEX 892

04.02.1995 Reclassified from wagon ‘VLEX 892 E’ to ’ wagon ‘RLEX 892 A’.

VLEX 893

Details: wagon ‘VLEX 893 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

21.01.1990 Repair ‘DOOR COMPLETE’.
21.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLEX 894

Details: wagon ‘VLEX 894 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 895

Details: wagon ‘VLEX 895 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 896

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
10.08.1995 Reclassified from wagon ‘VLEX 896 R’ to ’ wagon ‘RLLX 896 L’.

VLEX 897

Details: wagon ‘VLEX 897 D’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 898

Details: wagon ‘VLEX 898 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.05.1993 Repair ‘END BRAKE COCK’.

VLEX 899

12.12.1991 Repair ‘HANDRAILS END’.
21.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1995 Reclassified from wagon ‘VLEX 899 V’ to ’ wagon ‘RLEX 899 R’.

VLEX 900

Details: wagon ‘VLEX 900 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 901

23.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1993 Repair ‘COUPLER KNUCKLE’.
23.03.1993 Repair ‘STRIKING CASTING’.
30.10.1994 Reclassified from wagon ‘VLEX 901 W’ to ’ wagon ‘RLEX 901 S’.

VLEX 902

Details: wagon ‘VLEX 902 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 902 X; EX RLEX 1050 P
BSG Code: VXLZ

Capacity of 54 tonnes

12.02.1995 Repair ‘VEHICLE RECLASSIFY’.
12.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 902 E’
09.07.1996 Repair ‘VEHICLE RECLASSIFY’.
09.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 902 E’

VLEX 903

Details: wagon ‘VLEX 903 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.11.1989 Repair ‘END BRAKE COCK’.
20.03.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 904

Details: wagon ‘VLEX 904 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

06.03.1990 Repair ‘BOGIE SPRING’.

VLEX 907

Details: wagon ‘VLEX 907 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 908

Details: wagon ‘VLEX 908 Q’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.03.1991 Repair ‘STEP’.

VLEX 909

Details: wagon ‘VLEX 909 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘HANDRAILS’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Repair ‘SIDE STEP’.
01.08.1989 Repair ‘STEP’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
01.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
28.05.1990 Repair ‘STEP’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘TRAIN PIPE (END)’.

VLEX 910

Details: wagon ‘VLEX 910 V’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 910 V; EX RLEX 910 R
BSG Code: VXLZ

Capacity of 50 tonnes

05.11.1989 Repair ‘VEHICLE COMPLETE’.
16.04.1990 Repair ‘HANDRAILS’.
16.04.1990 Repair ‘STEP’.
09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 910 R’
28.10.1995 Repair ‘VEHICLE COMPLETE’.
28.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 910 R’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 910 R’

VLEX 912

Details: wagon ‘VLEX 912 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 913

Details: wagon ‘VLEX 913 C’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BRANCH PIPE’.
07.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
07.11.1989 Repair ‘DOOR SLIDE RAIL’.
07.11.1989 Repair ‘STEP’.

VLEX 914

Details: wagon ‘VLEX 914 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

27.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

VLEX 915

Details: wagon ‘VLEX 915 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

19.11.1990 Repair ‘STEP’.

VLEX 916

25.12.1994 Reclassified from wagon ‘VLEX 916 G’ to ’ wagon ‘RLEX 916 C’.

VLEX 917

14.08.1990 Repair ‘SIDE BEARER’.
30.09.1994 Reclassified from wagon ‘VLEX 917 P’ to ’ wagon ‘RLEX 917 L’.

VLEX 918

Details: wagon ‘VLEX 918 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 919

Details: wagon ‘VLEX 919 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.06.1992 Repair ‘HANDRAILS END’.
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VLEX 920

19.09.1989 Repair ‘STRIKING CASTING’.
28.05.1990 Repair ‘STEP’.
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘SIDE BEARER’.
28.11.1990 Repair ‘TOP CENTRE PLATE’.
25.07.1995 Reclassified from wagon ‘VLEX 920 G’ to ’ wagon ‘RLEX 920 C’.

VLEX 921

09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1994 Reclassified from wagon ‘VLEX 921 P’ to ’ wagon ‘RLEX 921 L’.

VLEX 922

Details: wagon ‘VLEX 922 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLEX 922 U; EX RLLX 922 S
BSG Code: VXLZ

Capacity of 50 tonnes

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.08.1989 Repair ‘BRAKE PULL ROD’.
03.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.08.1989 Repair ‘COUPLER KNUCKLE’.
03.08.1989 Repair ‘DOOR FRAME’.
03.08.1989 Repair ‘DOOR SLIDE RAIL’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
03.08.1989 Repair ‘GRADE CONTROL VALVE’.
03.08.1989 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Reclassified from wagon ‘VLEX 922 B’ to ’ wagon ‘RLEX 922 U’.
19.03.1996 Repair ‘VEHICLE RECLASSIFY’.
19.03.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 922 S’
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VLEX 923

Details: wagon ‘VLEX 923 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 924

27.02.1995 Reclassified from wagon ‘VLEX 924 T’ to ’ wagon ‘RLEX 924 P’.

VLEX 925

22.01.1991 Repair ‘STEP’.

VLEX 926

18.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘VLEX 926 Y’ to ’ wagon ‘RLEX 926 K’.

VLEX 929

Details: wagon ‘VLEX 929 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

29.04.1990 Repair ‘END HOSE’.
29.05.1994 Repair ‘VEHICLE COMPLETE’.
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VLEX 931

Details: wagon ‘VLEX 931 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 932

Details: wagon ‘VLEX 932 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 932 J / RLEX 932 F
BSG Code: VXLZ

Capacity of 50 tonnes

01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 932 F’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 932 F’

VLEX 933

Details: wagon ‘VLEX 933 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
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Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 934

08.11.1995 Reclassified from wagon ‘VLEX 934 E’ to ’ wagon ‘RLEX 934 A’.

VLEX 935

17.11.1989 Repair ‘DOOR COMPLETE’.
17.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.11.1989 Repair ‘HANDBRAKE HANDLE’.
17.11.1989 Repair ‘STEP’.
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘STRIKING CASTING’.
05.12.1994 Reclassified from wagon ‘VLEX 935 N’ to ’ wagon ‘RLEX 935 J’.

VLEX 937

Details: wagon ‘VLEX 937 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

31.01.1990 Repair ‘SHUNT PAD’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
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VLEX 938

Details: wagon ‘VLEX 938 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.07.1993 Repair ‘END HOSE’.

VLEX 939

Details: wagon ‘VLEX 939 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 939 D, EX RLEX 939 W
BSG Code: VXLZ

Capacity of 50 tonnes

16.01.1995 Repair ‘VEHICLE RECLASSIFY’.
16.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 939 W’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 939 W’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 939 W’

VLEX 940

17.02.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Reclassified from wagon ‘VLEX 940 W’ to ’ wagon ‘RLEX 940 S’.
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VLEX 941

Details: wagon ‘VLEX 941 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1990 Repair ‘DOOR OPENING MECHANISM’.
09.01.1990 Repair ‘EMPTY LOAD VALVE’.
09.01.1990 Repair ‘GRADE CONTROL VALVE’.
29.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLEX 944

Details: wagon ‘VLEX 944 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

25.09.1989 Repair ‘STEP’.

VLEX 945

Details: wagon ‘VLEX 945 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
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Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.08.1989 Repair ‘END HOSE’.
11.04.1990 Repair ‘DOOR COMPLETE’.

VLEX 947

Details: wagon ‘VLEX 947 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘BRAKE LEVER’.
01.02.1990 Repair ‘BRANCH PIPE’.
01.02.1990 Repair ‘TRAIN PIPE (END)’.
25.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘SIDE STEP’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 948

22.10.1996 Reclassified from wagon ‘VLEX 948 C’ to ’ wagon ‘RLEX 948 V’.

VLEX 949

Details: wagon ‘VLEX 949 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.07.1990 Repair ‘END HOSE’.

VLEX 951

Details: wagon ‘VLEX 951 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 952

Details: wagon ‘VLEX 952 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.03.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 953

Details: wagon ‘VLEX 953 L’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.09.1990 Repair ‘END BRAKE COCK’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1990 Repair ‘STRIKING CASTING’.
26.09.1990 Repair ‘VEHICLE COMPLETE’.
27.09.1990 Repair ‘BOGIE SPRING’.
20.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLEX 954

Details: wagon ‘VLEX 954 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 954 U
BSG Code: VXLZ

Capacity of 50 tonnes

19.01.1990 Repair ‘COUPLER COMPLETE’.
14.03.1990 Repair ‘STEP’.
17.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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27.08.1990 Repair ‘YOKE COMPLETE’.
14.06.1994 Repair ‘VEHICLE RECLASSIFY’.
14.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 954 Q’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 954 Q’

VLEX 955

11.06.1993 Repair ‘SIDE STEP’.
12.10.1994 Reclassified from wagon ‘VLEX 955 G’ to ’ wagon ‘RLEX 955 C’.

VLEX 956

Details: wagon ‘VLEX 956 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 957

Details: wagon ‘VLEX 957 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 958

Details: wagon ‘VLEX 958 K’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 958 K, EX RLEX 958G
BSG Code: VXLZ

Capacity of 50 tonnes

31.08.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1989 Repair ‘BOGIE COMPLETE’.
09.11.1989 Repair ‘BRANCH PIPE’.
09.11.1989 Repair ‘COUPLER COMPLETE’.
09.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1989 Repair ‘COUPLER KNUCKLE’.
09.11.1989 Repair ‘COUPLER KNUCKLE PIN’.
09.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
09.11.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
09.11.1989 Repair ‘TRAIN PIPE’.
13.11.1991 Repair ‘STEP’.
05.12.1994 Repair ‘VEHICLE RECLASSIFY’.
05.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 958 G’
09.12.1995 Repair ‘VEHICLE COMPLETE’.
09.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 958 G’
08.05.1996 Repair ‘VEHICLE RECLASSIFY’.
08.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 958 G’

VLEX 959

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘SIDE STEP’.
29.03.1990 Repair ‘ITV TRIPLE VALVE COMPLETE (BULB TYPE)’.
30.08.1995 Reclassified from wagon ‘VLEX 959 T’ to ’ wagon ‘RLLX 959 N’.

VLEX 960

Details: wagon ‘VLEX 960 P’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

25.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘COUPLER KNUCKLE’.
25.09.1990 Repair ‘EMPTY LOAD VALVE’.
25.09.1990 Repair ‘END BRAKE COCK’.
25.09.1990 Repair ‘END HOSE’.
25.09.1990 Repair ‘GRADE CONTROL VALVE’.
25.09.1990 Repair ‘TRAIN PIPE (END)’.
26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘EMPTY LOAD VALVE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
26.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 961

Details: wagon ‘VLEX 961 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.04.1992 Repair ‘HANDRAILS’.

VLEX 962

Details: wagon ‘VLEX 962 K’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: VLEX 962 K; EX RLEX 962 G
BSG Code: VXLZ

Capacity of 50 tonnes

01.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1991 Repair ‘COUPLER KNUCKLE’.
01.11.1991 Repair ‘STRIKING CASTING’.
17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 962 G’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 962 G’
24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 962 G’

VLEX 963

Details: wagon ‘VLEX 963 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

17.08.1989 Repair ‘STRIKING CASTING’.
02.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VLEX 964

Details: wagon ‘VLEX 964 F’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

08.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.04.1992 Repair ‘COUPLER COMPLETE’.
30.08.1993 Repair ‘YOKE CARRIER’.

VLEX 966

Details: wagon ‘VLEX 966 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.11.1989 Repair ‘STEP’.

VLEX 967

Details: wagon ‘VLEX 967 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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Capacity of 50 tonnes

23.01.1992 Repair ‘HANDRAILS END’.
26.09.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1995 Repair ‘VEHICLE RECLASSIFY’.
29.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 967 D’
22.09.1995 Repair ‘VEHICLE COMPLETE’.
22.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 967 D’
27.10.1995 Repair ‘VEHICLE COMPLETE’.
27.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 967 D’
15.01.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1996 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 967 D’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 967 D’

VLEX 968

Details: wagon ‘VLEX 968 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

26.01.1990 Repair ‘HANDRAILS END’.
20.09.1990 Repair ‘END BRAKE COCK’.
20.09.1990 Repair ‘END HOSE’.
20.09.1990 Repair ‘TRAIN PIPE (END)’.
22.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1992 Repair ‘COUPLER KNUCKLE’.
22.08.1992 Repair ‘EMPTY LOAD VALVE’.
22.08.1992 Repair ‘GRADE CONTROL VALVE’.
22.08.1992 Repair ‘STRIKING CASTING’.
22.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLEX 969

Details: wagon ‘VLEX 969 E’ in AN ‘Mainland Division’.

Operator: C

21372



2.836. Wagon classification starting with ‘VLE’

Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.09.1990 Repair ‘COUPLER KNUCKLE PIN’.

VLEX 970

23.07.1992 Repair ‘STEP’.
27.02.1995 Reclassified from wagon ‘VLEX 970 A’ to ’ wagon ‘RLEX 970 T’.

VLEX 971

Details: wagon ‘VLEX 971 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 971 J; EX RLEX 971 F
BSG Code: VXLZ

Capacity of 50 tonnes

05.10.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 971 F’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 971 F’

VLEX 972

Details: wagon ‘VLEX 972 S’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLEX
BSG Code: VXLZ

Capacity of 50 tonnes

30.09.1994 Repair ‘VEHICLE RECLASSIFY’.
30.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 972 Y’
11.12.1995 Repair ‘VEHICLE COMPLETE’.
11.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 972 Y’
14.05.1996 Repair ‘VEHICLE RECLASSIFY’.
14.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 972 Y’

VLEX 973

Details: wagon ‘VLEX 973 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 973 E, EX RLEX 973
BSG Code: VXLZ

Capacity of 50 tonnes

21.12.1994 Repair ‘VEHICLE RECLASSIFY’.
21.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 973 A’
01.07.1996 Repair ‘VEHICLE RECLASSIFY’.
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01.07.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RLEX 973 A’

VLEX 974

Details: wagon ‘VLEX 974 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 974 N; EX RLLX 974 H
BSG Code: VXLZ

Capacity of 50 tonnes

31.08.1989 Repair ‘COUPLER COMPLETE’.
04.05.1992 Repair ‘HANDRAILS END’.
22.11.1994 Reclassified from wagon ‘VLEX 974 N’ to ’ wagon ‘RLEX 974 J’.
09.08.1995 Repair ‘VEHICLE RECLASSIFY’.
09.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 974 H’
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RLLX 974 H’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 974 H’

VLEX 976

Details: wagon ‘VLEX 976 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLEX 977

Details: wagon ‘VLEX 977 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BRANCH PIPE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘COUPLER TRIGGER LEVER’.
24.06.1993 Repair ‘DOOR LOCK MECHANISM’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘GRADE CONTROL VALVE’.
24.06.1993 Repair ‘HANDRAILS’.

VLEX 978

Details: wagon ‘VLEX 978 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘DOOR COMPLETE’.
03.01.1992 Repair ‘DOOR ROLLER’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.

VLEX 979

19.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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21.07.1989 Repair ‘NYLON HOSE’.
16.06.1993 Repair ‘HANDRAILS END’.
19.05.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Reclassified from wagon ‘VLEX 979 M’ to ’ wagon ‘RLEX 979 X’.

VLEX 980

Details: wagon ‘VLEX 980 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.10.1989 Repair ‘STEP’.
06.07.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 981

Details: wagon ‘VLEX 981 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 981 / RLEX 981 N
BSG Code: VXLZ

Capacity of 50 tonnes

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘TOP CENTRE PLATE’.
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
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21.09.1994 Issued at location ‘Australian National’ with a previous code of wagon
‘RLEX 981 N’

09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLEX 981 N’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 981 N’

VLEX 982

17.08.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘VLEX 982 D’ to ’ wagon ‘RLEX 982 W’.

VLEX 983

Details: wagon ‘VLEX 983 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘EMPTY LOAD VALVE’.
05.12.1989 Repair ‘GRADE CONTROL VALVE’.
05.12.1989 Repair ‘HANDBRAKE HANDLE’.
04.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLEX 984

Details: wagon ‘VLEX 984 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXLZ

VLEX 985

Details: wagon ‘VLEX 985 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

15.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLEX 986

Details: wagon ‘VLEX 986 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 987

12.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘VLEX 987 C’ to ’ wagon ‘RLEX 987 V’.

VLEX 988

Details: wagon ‘VLEX 988 L’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

11.06.1994 Repair ‘VEHICLE COMPLETE’.
24.07.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 989

28.04.1990 Repair ‘DOOR COMPLETE’.
26.07.1995 Reclassified from wagon ‘VLEX 989 U’ to ’ wagon ‘RLLX 989 Y’.

VLEX 990

Details: wagon ‘VLEX 990 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 991

Details: wagon ‘VLEX 991 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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22.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1992 Repair ‘HANDRAILS’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLEX 992

Details: wagon ‘VLEX 992 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 992 L/ RLEX 992 H
BSG Code: VXLZ

Capacity of 51 tonnes

16.02.1991 Repair ‘STEP’.
30.04.1992 Repair ‘STEP’.
21.11.1994 Repair ‘VEHICLE RECLASSIFY’.
21.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 992 H’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 992 H’

VLEX 993

Details: wagon ‘VLEX 993 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1991 Repair ‘BRAKE PULL ROD’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VLEX 994

Details: wagon ‘VLEX 994 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘BRANCH PIPE’.

VLEX 995

09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1995 Reclassified from wagon ‘VLEX 995 P’ to ’ wagon ‘RLEX 995 L’.

VLEX 997

Details: wagon ‘VLEX 997 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 998

07.08.1989 Repair ‘STEP’.
13.04.1994 Reclassified from wagon ‘VLEX 998 T’ to ’ wagon ‘RLEX 998 P’.
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VLEX 999

Details: wagon ‘VLEX 999 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1000

Details: wagon ‘VLEX 1000 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

15.03.1990 Repair ‘END HOSE’.

VLEX 1002

Details: wagon ‘VLEX 1002 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLEX 1003

Details: wagon ‘VLEX 1003 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1004

Details: wagon ‘VLEX 1004 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.12.1990 Repair ‘YOKE CARRIER’.
16.09.1992 Repair ‘GRAFFITI REMOVAL’.

VLEX 1006

Details: wagon ‘VLEX 1006 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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VLEX 1007

Details: wagon ‘VLEX 1007 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.07.1989 Repair ‘HANDRAILS’.

VLEX 1009

Details: wagon ‘VLEX 1009 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

08.02.1990 Repair ‘STEP’.
17.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘COUPLER KNUCKLE’.
18.02.1991 Repair ‘YOKE CARRIER’.
16.09.1992 Repair ‘GRAFFITI REMOVAL’.

VLEX 1010

Details: wagon ‘VLEX 1010 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 1010 K / RLEX 1010 G. EX RLLX
BSG Code: VXLZ

Capacity of 64 tonnes

28.09.1989 Repair ‘STEP’.
31.01.1990 Repair ‘SHUNT PAD’.
25.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘VEHICLE COMPLETE’.
15.10.1990 Repair ‘WHEEL SET’.
21.04.1991 Repair ‘BRAKE BLOCK RB95’.
21.10.1992 Repair ‘SIDE STEP’.
14.03.1993 Repair ‘HANDRAILS END’.
16.02.1995 Reclassified from wagon ‘VLEX 1010 K’ to ’ wagon ‘RLEX 1010 G’.
10.08.1995 Repair ‘VEHICLE RECLASSIFY’.
10.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 1010 E’
29.01.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLLX 1010 E’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RLLX 1010 E’
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RLLX 1010 E’
28.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RLLX 1010 E’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLLX 1010 E’

VLEX 1011

Details: wagon ‘VLEX 1011 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘DOOR COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
22.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1992 Repair ‘BRAKE PULL ROD’.

VLEX 1012

Details: wagon ‘VLEX 1012 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘COUPLER COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 1013

Details: wagon ‘VLEX 1013 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ
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16.03.1990 Repair ‘VEHICLE COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VLEX 1014

15.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.06.1995 Reclassified from wagon ‘VLEX 1014 A’ to ’ wagon ‘RLEX 1014 T’.

VLEX 1015

Details: wagon ‘VLEX 1015 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1016

Details: wagon ‘VLEX 1016 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.08.1989 Repair ‘STEP’.
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘DOOR COMPLETE’.

VLEX 1017

20.10.1989 Repair ‘TRAIN PIPE’.
30.09.1994 Reclassified from wagon ‘VLEX 1017 E’ to ’ wagon ‘RLEX 1017 A’.
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VLEX 1018

Details: wagon ‘VLEX 1018 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1019

Details: wagon ‘VLEX 1019 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

30.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VLEX 1020

04.08.1995 Reclassified from wagon ‘VLEX 1020 S’ to ’ wagon ‘RLEX 1020 Y’.

VLEX 1021

Details: wagon ‘VLEX 1021 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1022

Details: wagon ‘VLEX 1022 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

13.02.1991 Repair ‘DOOR LOCK MECHANISM’.
13.02.1991 Repair ‘STEP’.

VLEX 1024

07.09.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.04.1991 Repair ‘STEP’.
17.03.1992 Repair ‘HANDRAILS END’.
16.12.1994 Reclassified from wagon ‘VLEX 1024 X’ to ’ wagon ‘RLEX 1024 E’.

VLEX 1025

Details: wagon ‘VLEX 1025 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

02.11.1989 Repair ‘COUPLER COMPLETE’.
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VLEX 1026

Details: wagon ‘VLEX 1026 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

14.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1991 Repair ‘SIDE STEP’.
02.03.1991 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 1027

20.03.1990 Repair ‘STEP’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
28.04.1990 Repair ‘DOOR COMPLETE’.
30.10.1994 Reclassified from wagon ‘VLEX 1027 M’ to ’ wagon ‘RLEX 1027 X’.

VLEX 1028

Details: wagon ‘VLEX 1028 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

12.12.1989 Repair ‘BRAKE BLOCK RB95’.
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VLEX 1029

Details: wagon ‘VLEX 1029 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

04.04.1990 Repair ‘DOOR COMPLETE’.

VLEX 1030

Details: wagon ‘VLEX 1030 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

28.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.09.1990 Repair ‘STEP’.
01.11.1990 Repair ‘SIDE STEP’.
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘WEAR PLATES & SADDLES’.

VLEX 1032

Details: wagon ‘VLEX 1032 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘TRAIN PIPE (END)’.
18.02.1991 Repair ‘WEAR PLATES & SADDLES’.
18.02.1991 Repair ‘YOKE SUPPORT PLATE LINER’.

VLEX 1033

Details: wagon ‘VLEX 1033 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE SPRING’.
19.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
18.12.1989 Repair ‘STRIKING CASTING’.
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘COUPLER KNUCKLE’.
22.08.1991 Repair ‘DOOR COMPLETE’.
22.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VLEX 1034

Details: wagon ‘VLEX 1034 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

10.04.1990 Repair ‘HANDRAILS’.
30.04.1990 Repair ‘HANDRAILS END’.

VLEX 1035

Details: wagon ‘VLEX 1035 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

17.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1992 Repair ‘CARD OR CLIP HOLDER’.
17.07.1992 Repair ‘COUPLER KNUCKLE’.
17.07.1992 Repair ‘TRAIN PIPE (END)’.
17.07.1992 Repair ‘VEHICLE COMPLETE’.

VLEX 1036

Details: wagon ‘VLEX 1036 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

07.10.1989 Repair ‘END HOSE’.
03.02.1991 Repair ‘STEP’.
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VLEX 1037

Details: wagon ‘VLEX 1037 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

15.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1994 Repair ‘VEHICLE COMPLETE’.

VLEX 1038

Details: wagon ‘VLEX 1038 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

01.07.1989 Repair ‘STEP’.
12.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1992 Repair ‘BODY COMPLETE’.
12.12.1992 Repair ‘COUPLER KNUCKLE’.
12.12.1992 Repair ‘EMPTY LOAD VALVE’.
12.12.1992 Repair ‘GRADE CONTROL VALVE’.

VLEX 1039

Details: wagon ‘VLEX 1039 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

16.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
04.10.1993 Repair ‘END HOSE’.

VLEX 1040

Details: wagon ‘VLEX 1040 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘COUPLER COMPLETE’.
24.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.03.1991 Repair ‘HANDRAILS’.

VLEX 1041

Details: wagon ‘VLEX 1041 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 1041U; EX RLEX 1041 Q
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BSG Code: VXLZ

Capacity of 50 tonnes

19.12.1994 Repair ‘VEHICLE RECLASSIFY’.
19.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 1041 Q’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 1041 Q’

VLEX 1042

02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘DOOR LOCK MECHANISM’.
27.02.1995 Reclassified from wagon ‘VLEX 1042 G’ to ’ wagon ‘RLEX 1042 C’.

VLEX 1043

Details: wagon ‘VLEX 1043 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1044

Details: wagon ‘VLEX 1044 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

15.06.1996 Repair ‘VEHICLE COMPLETE’.
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VLEX 1045

Details: wagon ‘VLEX 1045 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1046

Details: wagon ‘VLEX 1046 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1047

Details: wagon ‘VLEX 1047 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 1047 U
BSG Code: VXLZ

Capacity of 51 tonnes
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07.03.1990 Repair ‘HANDRAILS END’.
07.03.1990 Repair ‘STEP’.
15.11.1990 Repair ‘HANDRAILS END’.
31.07.1995 Repair ‘VEHICLE RECLASSIFY’.
31.07.1995 Repair ‘VEHICLE RECLASSIFY’.
31.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLX 1047 U’
31.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RKLX 1047 U’

VLEX 1049

Details: wagon ‘VLEX 1049 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

VLEX 1050

Details: wagon ‘VLEX 1050 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLEX 1050 T; EX RLEX 1050P
BSG Code: VXLZ

Capacity of 50 tonnes

15.09.1989 Repair ‘STEP’.
13.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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01.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.10.1994 Repair ‘VEHICLE RECLASSIFY’.
30.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 1050 P’
09.07.1996 Repair ‘VEHICLE RECLASSIFY’.
09.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLEX 1050 P’

2.837 Wagon classification starting with ‘VLN’

VLNX 1

Details: wagon ‘VLNX 1 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 43 tonnes

10.10.1989 Repair ‘HOSE FITTINGS’.
30.07.1991 Repair ‘DOOR FRAME’.

VLNX 2

Details: wagon ‘VLNX 2 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 2 S; EX RLNX 2 Y
BSG Code: VXLZ
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Capacity of 43 tonnes

08.07.1990 Repair ‘STEP’.
06.05.1991 Repair ‘HANDRAILS’.
01.08.1991 Repair ‘DOOR COVERING’.
01.08.1991 Repair ‘DOOR FRAME’.
15.06.1995 Repair ‘VEHICLE RECLASSIFY’.
15.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 2 Y’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 2 Y’

VLNX 3

31.08.1989 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘END BRAKE COCK’.
02.07.1991 Repair ‘END HOSE’.
02.07.1991 Repair ‘TRAIN PIPE (END)’.
24.07.1991 Repair ‘SIDE MEMBER’.
01.08.1991 Repair ‘END SHEETING’.
25.05.1994 Reclassified from wagon ‘VLNX 3 E’ to ’ wagon ‘RLNX 3 A’.

VLNX 4

Details: wagon ‘VLNX 4 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: NEWSPRINT
Remarks: EX VLNX 4 N; EX RLNX 4
BSG Code: VXLZ

Capacity of 43 tonnes

28.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1994 Repair ‘VEHICLE RECLASSIFY’.
04.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 4 J’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLNX 4 J’
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24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 4 J’

VLNX 5

13.11.1989 Repair ‘HOSE FITTINGS’.
14.01.1990 Repair ‘BRAKE PIN’.
23.10.1990 Repair ‘END HOSE’.
24.07.1991 Repair ‘SIDE MEMBER’.
29.05.1993 Repair ‘HANDRAILS END’.
09.06.1994 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Reclassified from wagon ‘VLNX 5 W’ to ’ wagon ‘RLNX 5 S’.

VLNX 6

14.10.1989 Repair ‘HANDRAILS’.
21.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
08.01.1992 Repair ‘BRAKE BLOCK RB95’.
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.09.1993 Repair ‘BOGIE COMPLETE’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Repair ‘TRAIN PIPE (END)’.
06.12.1994 Reclassified from wagon ‘VLNX 6 X’ to ’ wagon ‘RLNX 6 E’.

VLNX 7

Details: wagon ‘VLNX 7 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 7 R
BSG Code: VXLZ

Capacity of 43 tonnes

10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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30.07.1991 Repair ‘DOOR FRAME’.
13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 7 N’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 7 N’

VLNX 8

Details: wagon ‘VLNX 8 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 8 D; EX RLNX 8 W
BSG Code: VXLZ

Capacity of 43 tonnes

14.07.1989 Repair ‘HANDRAILS END’.
21.08.1989 Repair ‘END HOSE’.
06.08.1991 Repair ‘DOOR COMPLETE’.
14.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 8 W’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLNX 8 W’
24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 8 W’

VLNX 9

Details: wagon ‘VLNX 9 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 43 tonnes

24.07.1991 Repair ‘FLOOR SHEETING’.
24.07.1991 Repair ‘SIDE MEMBER’.
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘WHEEL SET’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLNX 10

Details: wagon ‘VLNX 10 X’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: NEWSPRINT
Remarks: EX VLNX 10 X
BSG Code: VXLZ

Capacity of 43 tonnes

26.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.04.1990 Repair ‘COUPLER KNUCKLE’.
26.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.04.1990 Repair ‘WHEEL SET’.
21.08.1991 Repair ‘SIDE MEMBER’.
09.09.1994 Repair ‘VEHICLE RECLASSIFY’.
09.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 10 E’
06.11.1994 Repair ‘VEHICLE COMPLETE’.
06.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RLNX 10 E’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 10 E’
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2.837. Wagon classification starting with ‘VLN’

VLNX 11

Details: wagon ‘VLNX 11 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX11R, EX RLNX 11
BSG Code: VXLZ

Capacity of 43 tonnes

04.12.1990 Repair ‘SIDE STEP’.
23.04.1991 Repair ‘TRAIN PIPE (END)’.
24.07.1991 Repair ‘SIDE MEMBER’.
01.08.1991 Repair ‘FLOOR SHEETING’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Repair ‘VEHICLE RECLASSIFY’.
07.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 11 N’
06.06.1996 Repair ‘VEHICLE RECLASSIFY’.
06.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 11 N’

VLNX 12

Details: wagon ‘VLNX 12 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 12 D; EX RLNX 12 W
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BSG Code: VXLZ

Capacity of 43 tonnes

26.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 12 W’
01.07.1996 Repair ‘VEHICLE RECLASSIFY’.
01.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 12 W’

VLNX 13

Details: wagon ‘VLNX 13 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 13 M; EX RLNX 13 X
BSG Code: VXLZ

Capacity of 43 tonnes

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘DOOR COMPLETE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘DOOR COMPLETE’.
06.08.1991 Repair ‘DOOR COMPLETE’.
06.08.1991 Repair ‘END SHEETING’.
22.12.1994 Repair ‘VEHICLE RECLASSIFY’.
22.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 13 X’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLNX 13 X’
24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 13 X’
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2.837. Wagon classification starting with ‘VLN’

VLNX 14

Details: wagon ‘VLNX 14 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 43 tonnes

14.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.07.1991 Repair ‘DOOR FRAME’.

VLNX 15

Details: wagon ‘VLNX 15 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 43 tonnes

15.06.1996 Repair ‘VEHICLE COMPLETE’.

VLNX 16

Details: wagon ‘VLNX 16 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXLZ

Capacity of 43 tonnes

15.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.08.1991 Repair ‘DOOR FRAME’.
17.09.1992 Repair ‘END HOSE’.

VLNX 17

Details: wagon ‘VLNX 17 C’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 17
BSG Code: VXLZ

Capacity of 43 tonnes

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1990 Repair ‘BRAKE LEVER’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1990 Repair ‘HANDRAILS’.
03.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

21408
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14.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.12.1994 Repair ‘VEHICLE RECLASSIFY’.
14.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 17 V’
17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLNX 17 V’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 17 V’

VLNX 18

13.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1991 Repair ‘DOOR LOCK MECHANISM’.
28.10.1993 Repair ‘BRAKE BLOCK RB95’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
22.04.1994 Reclassified from wagon ‘VLNX 18 L’ to ’ wagon ‘RLNX 18 H’.

VLNX 19

Details: wagon ‘VLNX 19 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 19 U
BSG Code: VXLZ

Capacity of 43 tonnes

22.04.1990 Repair ‘HANDRAILS’.
10.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1991 Repair ‘HANDRAILS’.
20.07.1991 Repair ‘HANDRAILS END’.
06.08.1991 Repair ‘DOOR COMPLETE’.
27.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.12.1993 Repair ‘BOGIE SIDEFRAME’.
07.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Repair ‘VEHICLE RECLASSIFY’.
12.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 19 Q’

21409



2. TIMS GROUP INFORMATION - WAGONS

14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 19 Q’

VLNX 20

Details: wagon ‘VLNX 20 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX20Q; EX RLNX 20 M
BSG Code: VXLZ

Capacity of 43 tonnes

20.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1989 Repair ‘COUPLER KNUCKLE’.
20.07.1989 Repair ‘DOOR COMPLETE’.
18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.07.1991 Repair ‘HANDRAILS’.
21.08.1991 Repair ‘SIDE MEMBER’.
20.10.1993 Repair ‘BODY COMPLETE’.
01.08.1995 Repair ‘VEHICLE RECLASSIFY’.
01.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 20 M’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 20 M’

VLNX 21

04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.04.1994 Reclassified from wagon ‘VLNX 21 C’ to ’ wagon ‘RLNX 21 V’.

VLNX 22

27.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1991 Repair ‘DOOR FRAME’.
20.08.1991 Repair ‘BODY COMPLETE’.
18.11.1994 Reclassified from wagon ‘VLNX 22 L’ to ’ wagon ‘RLNX 22 H’.
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VLNX 23

Details: wagon ‘VLNX 23 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 23 U, EX RLNX 23 Q
BSG Code: VXLZ

Capacity of 43 tonnes

15.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1990 Repair ‘DOOR COMPLETE’.
30.07.1991 Repair ‘DOOR FRAME’.
17.05.1995 Repair ‘VEHICLE RECLASSIFY’.
17.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 23 Q’
09.07.1996 Repair ‘VEHICLE RECLASSIFY’.
09.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 23 Q’

VLNX 24

Details: wagon ‘VLNX 24 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLNX 24 G; EX RLNX 24 C
BSG Code: VXLZ

Capacity of 43 tonnes
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13.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 24 C’
16.06.1996 Repair ‘VEHICLE COMPLETE’.
16.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RLNX 24 C’
24.06.1996 Repair ‘VEHICLE RECLASSIFY’.
24.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 24 C’

VLNX 25

Details: wagon ‘VLNX 25 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 17.2m
Tare Weight: 33tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VLNX 25 P
BSG Code: VXLZ

Capacity of 43 tonnes

05.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
09.11.1995 Repair ‘VEHICLE RECLASSIFY’.
09.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 25 L’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RLNX 25 L’

2.838 Wagon classification starting with ‘VLV’

VLVX 1

Details: wagon ‘VLVX 1 K’ in AN ‘Mainland Division’.
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2.838. Wagon classification starting with ‘VLV’

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 470 F
BSG Code: VXLZ

Capacity of 40 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 470 F’

VLVX 2

Details: wagon ‘VLVX 2 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 314 J
BSG Code: VXLZ

Capacity of 40 tonnes

15.08.1994 Repair ‘VEHICLE RECLASSIFY’.
15.08.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 314 J’

VLVX 3

Details: wagon ‘VLVX 3 F’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 402 N
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 402 N’

VLVX 4

Details: wagon ‘VLVX 4 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 344 K
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 344 K’

VLVX 5

Details: wagon ‘VLVX 5 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 532 V
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 532 V’

VLVX 6

Details: wagon ‘VLVX 6 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 560 E
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 560 E’

VLVX 7

Details: wagon ‘VLVX 7 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 225 T
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 225 T’

VLVX 8

Details: wagon ‘VLVX 8 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 438 W
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 438 W’

VLVX 9

Details: wagon ‘VLVX 9 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
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2.838. Wagon classification starting with ‘VLV’

Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 466 F
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 466 F’

VLVX 10

Details: wagon ‘VLVX 10 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLCX 154 A
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLCX 154 A’

VLVX 11

Details: wagon ‘VLVX 11 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLCX 246 R
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLCX 246 R’

VLVX 12

Details: wagon ‘VLVX 12 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RLCX 322 S
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RLCX 322 S’

VLVX 13

Details: wagon ‘VLVX 13 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 142 B
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 142 B’

VLVX 14

Details: wagon ‘VLVX 14 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 428 Y
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 428 Y’

VLVX 15

Details: wagon ‘VLVX 15 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 392 J
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 392 J’

VLVX 16

Details: wagon ‘VLVX 16 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 189 E
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 189 E’

VLVX 17

Details: wagon ‘VLVX 17 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.838. Wagon classification starting with ‘VLV’

Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 317 N
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 317 N’

VLVX 18

Details: wagon ‘VLVX 18 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 174 U
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 174 U’

VLVX 19

Details: wagon ‘VLVX 19 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
Remarks: EX VLCX 493 C
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 493 C’

VLVX 20

Details: wagon ‘VLVX 20 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VLCX 658 G
BSG Code: VXLZ

Capacity of 40 tonnes

03.09.1994 Repair ‘VEHICLE RECLASSIFY’.
03.09.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VLCX 658 G’

2.839 Wagon classification starting with ‘VMA’

VMAP 5

Details: wagon ‘VMAP 5 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1965
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Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

Capacity of 10 tonnes

Capacity of 6 cars

VMAP 6

Details: wagon ‘VMAP 6 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

VMAP 7

Details: wagon ‘VMAP 7 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

Capacity of 10 tonnes

Capacity of 6 cars

VMAP 8

Details: wagon ‘VMAP 8 D’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 31.10.1955
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

Capacity of 10 cars

VMAP 9

Details: wagon ‘VMAP 9 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 31.10.1955
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

Capacity of 10 tonnes

VMAP 10

Details: wagon ‘VMAP 10 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VDMZ
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2.839. Wagon classification starting with ‘VMA’

VMAX 7

25.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1989 Repair ‘BRANCH PIPE’.
25.11.1989 Repair ‘COUPLER KNUCKLE’.
25.11.1989 Repair ‘STEP’.
25.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VMAX 10

Details: wagon ‘VMAX 10 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

14.03.1990 Repair ‘STEP’.
04.12.1990 Repair ‘END HOSE’.

VMAX 12

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE COMPLETE’.
07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘BRANCH PIPE’.

VMAX 13

Details: wagon ‘VMAX 13 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

21425



2. TIMS GROUP INFORMATION - WAGONS

VMAX 15

Details: wagon ‘VMAX 15 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

VMAX 19

Details: wagon ‘VMAX 19 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

VMAX 22

04.04.1990 Repair ‘HANDRAILS END’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘VEHICLE COMPLETE’.

2.840 Wagon classification starting with ‘VMB’

VMBP 1

Details: wagon ‘VMBP 1 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
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Tare Weight: 25.6tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

Capacity of 8 cars

24.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.09.1992 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1992 Repair ‘COUPLER KNUCKLE’.
24.09.1992 Repair ‘GRADE CONTROL VALVE’.

VMBP 2

Details: wagon ‘VMBP 2 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 26.9tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
BSG Code: VBMM

Capacity of 8 cars

22.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1992 Repair ‘VEHICLE COMPLETE’.

VMBX 1

06.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.

21427



2. TIMS GROUP INFORMATION - WAGONS

06.01.1990 Repair ‘END SILL’.
06.01.1990 Repair ‘YOKE PIN’.

VMBX 2

30.09.1988 Reclassified from wagon ‘VMBX 2 H’ to ’ wagon ‘VMBY 2 L’.

VMBX 3

03.08.1989 Repair ‘STEP’.
04.12.1989 Repair ‘TRAIN PIPE (END)’.
04.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRANCH PIPE’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘HANDRAILS END’.
12.12.1989 Repair ‘STEP’.
12.12.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Repair ‘WEAR PLATES & SADDLES’.

VMBX 4

20.09.1989 Reclassified from wagon ‘VMBX 4 C’ to ’ wagon ‘VMBY 4 G’.

VMBX 7

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRANCH PIPE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘TRAIN PIPE (END)’.
12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BRANCH PIPE’.
12.12.1989 Repair ‘COUPLER COMPLETE’.
12.12.1989 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘HANDRAILS’.
12.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VMBX 9

Details: wagon ‘VMBX 9 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
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Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1990 Repair ‘END BRAKE COCK’.
05.06.1990 Repair ‘END HOSE’.

VMBX 11

Details: wagon ‘VMBX 11 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

VMBX 16

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
17.07.1989 Repair ‘COUPLER KNUCKLE’.
17.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.07.1989 Repair ‘VEHICLE COMPLETE’.
20.04.1990 Reclassified from wagon ‘VMBX 16 F’ to ’ wagon ‘VMBY 16 J’.

VMBX 17

18.08.1989 Reclassified from wagon ‘VMBX 17 Y’ to ’ wagon ‘VMBY 17 S’.

VMBX 19

06.04.1994 Reclassified from wagon ‘VMBX 19 J’ to ’ wagon ‘VMBY 19 N’.
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VMBX 21

12.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.09.1990 Reclassified from wagon ‘VMBX 21 Y’ to ’ wagon ‘VMBY 21 S’.

VMBX 22

Details: wagon ‘VMBX 22 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

VMBX 24

06.04.1990 Reclassified from wagon ‘VMBX 24 S’ to ’ wagon ‘VMBY 24 W’.

VMBX 27

14.08.1989 Repair ‘END HOSE’.

VMBX 28

27.12.1989 Repair ‘BRANCH PIPE’.

VMBX 30

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.

VMBX 31

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.

VMBX 33

03.08.1989 Reclassified from wagon ‘VMBX 33 R’ to ’ wagon ‘VMBY 33 V’.
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VMBX 39

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘HANDRAILS END’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.

VMBX 41

03.07.1989 Repair ‘TRAIN PIPE’.
05.01.1990 Repair ‘STEP’.
20.03.1990 Reclassified from wagon ‘VMBX 41 H’ to ’ wagon ‘VMBY 41 L’.

VMBX 42

05.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1989 Repair ‘COUPLER COMPLETE’.
05.08.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘BRAKE BLOCK RB95’.
11.12.1989 Repair ‘COUPLER KNUCKLE’.
11.12.1989 Repair ‘STEP’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.

VMBX 43

Details: wagon ‘VMBX 43 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

29.10.1989 Repair ‘STEP’.
14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘BRANCH PIPE’.
14.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
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VMBX 44

18.08.1989 Reclassified from wagon ‘VMBX 44 L’ to ’ wagon ‘VMBY 44 P’.

VMBX 45

18.08.1989 Reclassified from wagon ‘VMBX 45 U’ to ’ wagon ‘VMBY 45 B’.

VMBX 47

30.09.1988 Reclassified from wagon ‘VMBX 47 P’ to ’ wagon ‘VMBY 47 T’.

VMBX 48

Details: wagon ‘VMBX 48 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

VMBX 49

Details: wagon ‘VMBX 49 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

VMBX 50

Details: wagon ‘VMBX 50 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
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Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VMBX 52

Details: wagon ‘VMBX 52 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ

14.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1990 Repair ‘BRANCH PIPE’.
14.05.1990 Repair ‘HANDRAILS’.
14.05.1990 Repair ‘VEHICLE COMPLETE’.

VMBX 53

Details: wagon ‘VMBX 53 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXMZ
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VMBX 54

08.11.1990 Reclassified from wagon ‘VMBX 54 T’ to ’ wagon ‘VMBY 54 A’.

VMBX 55

18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘COUPLER KNUCKLE’.
18.07.1989 Repair ‘GRADE CONTROL VALVE’.
18.07.1989 Repair ‘STEP’.
27.12.1989 Reclassified from wagon ‘VMBX 55 F’ to ’ wagon ‘VMBY 55 J’.

VMBX 56

21.08.1989 Repair ‘VEHICLE RECLASSIFY’.
21.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBY 56 S’
01.09.1989 Reclassified from wagon ‘VMBX 56 Y’ to ’ wagon ‘VMBY 56 S’.

VMBX 57

30.09.1988 Reclassified from wagon ‘VMBX 57 A’ to ’ wagon ‘VMBY 57 E’.

VMBY 1

18.04.1994 Reclassified from wagon ‘VMBY 1 C’ to ’ wagon ‘RMBY 1 V’.

VMBY 2

18.09.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
18.09.1989 Repair ‘END HOSE’.
08.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
21.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VMBY 3

18.04.1994 Reclassified from wagon ‘VMBY 3 U’ to ’ wagon ‘RMBY 3 Q’.

VMBY 4

20.09.1989 Repair ‘VEHICLE RECLASSIFY’.
20.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 4 C’
18.10.1989 Repair ‘VEHICLE COMPLETE’.
23.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

VMBY 5

18.04.1994 Reclassified from wagon ‘VMBY 5 P’ to ’ wagon ‘RMBY 5 L’.
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VMBY 6

18.04.1994 Reclassified from wagon ‘VMBY 6 B’ to ’ wagon ‘RMBY 6 U’.

VMBY 7

18.04.1994 Reclassified from wagon ‘VMBY 7 K’ to ’ wagon ‘RMBY 7 G’.

VMBY 8

18.04.1994 Reclassified from wagon ‘VMBY 8 T’ to ’ wagon ‘RMBY 8 P’.

VMBY 10

18.04.1994 Reclassified from wagon ‘VMBY 10 B’ to ’ wagon ‘RMBY 10 U’.

VMBY 12

18.04.1994 Reclassified from wagon ‘VMBY 12 T’ to ’ wagon ‘RMBY 12 P’.

VMBY 13

18.04.1994 Reclassified from wagon ‘VMBY 13 F’ to ’ wagon ‘RMBY 13 B’.

VMBY 14

18.04.1994 Reclassified from wagon ‘VMBY 14 Y’ to ’ wagon ‘RMBY 14 K’.

VMBY 15

18.04.1994 Reclassified from wagon ‘VMBY 15 A’ to ’ wagon ‘RMBY 15 T’.

VMBY 16

Details: wagon ‘VMBY 16 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VMBX 16 F
BSG Code: VXMZ

Capacity of 40 tonnes
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20.04.1990 Repair ‘VEHICLE RECLASSIFY’.
20.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 16 F’
29.09.1990 Repair ‘BRAKE BLOCK RB95’.

VMBY 17

Details: wagon ‘VMBY 17 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 17 Y
BSG Code: VBMM

Capacity of 8 cars

18.08.1989 Repair ‘VEHICLE RECLASSIFY’.
18.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 17 Y’

VMBY 18

18.04.1994 Reclassified from wagon ‘VMBY 18 E’ to ’ wagon ‘RMBY 18 A’.

VMBY 19

Details: wagon ‘VMBY 19 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 19 J
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BSG Code: VXMZ

Capacity of 10 cars

06.04.1994 Repair ‘VEHICLE RECLASSIFY’.
06.04.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 19 J’

VMBY 20

18.04.1994 Reclassified from wagon ‘VMBY 20 J’ to ’ wagon ‘RMBY 20 F’.

VMBY 21

20.09.1990 Repair ‘VEHICLE RECLASSIFY’.
20.09.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 21 Y’

VMBY 23

18.04.1994 Reclassified from wagon ‘VMBY 23 N’ to ’ wagon ‘RMBY 23 J’.

VMBY 24

06.04.1990 Repair ‘VEHICLE RECLASSIFY’.
06.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 24 S’
19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.

VMBY 25

18.04.1994 Reclassified from wagon ‘VMBY 25 X’ to ’ wagon ‘RMBY 25 E’.

VMBY 27

18.04.1994 Reclassified from wagon ‘VMBY 27 D’ to ’ wagon ‘RMBY 27 W’.

VMBY 28

18.04.1994 Reclassified from wagon ‘VMBY 28 M’ to ’ wagon ‘RMBY 28 X’.

VMBY 29

18.04.1994 Reclassified from wagon ‘VMBY 29 V’ to ’ wagon ‘RMBY 29 R’.

VMBY 30

18.04.1994 Reclassified from wagon ‘VMBY 30 R’ to ’ wagon ‘RMBY 30 N’.
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VMBY 31

18.04.1994 Reclassified from wagon ‘VMBY 31 D’ to ’ wagon ‘RMBY 31 W’.

VMBY 32

18.04.1994 Reclassified from wagon ‘VMBY 32 M’ to ’ wagon ‘RMBY 32 X’.

VMBY 33

Details: wagon ‘VMBY 33 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 33
BSG Code: VBMM

Capacity of 15 tonnes

Capacity of 8 cars

03.08.1989 Repair ‘VEHICLE RECLASSIFY’.
03.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 33 R’
11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘SIDE BEARER’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
11.08.1989 Repair ‘VEHICLE COMPLETE’.
18.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VMBY 34

18.04.1994 Reclassified from wagon ‘VMBY 34 H’ to ’ wagon ‘RMBY 34 D’.

VMBY 36

18.04.1994 Reclassified from wagon ‘VMBY 36 C’ to ’ wagon ‘RMBY 36 V’.

VMBY 37

18.04.1994 Reclassified from wagon ‘VMBY 37 L’ to ’ wagon ‘RMBY 37 H’.
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VMBY 38

18.04.1994 Reclassified from wagon ‘VMBY 38 U’ to ’ wagon ‘RMBY 38 Q’.

VMBY 39

18.04.1994 Reclassified from wagon ‘VMBY 39 G’ to ’ wagon ‘RMBY 39 C’.

VMBY 40

18.04.1994 Reclassified from wagon ‘VMBY 40 C’ to ’ wagon ‘RMBY 40 V’.

VMBY 41

20.03.1990 Repair ‘VEHICLE RECLASSIFY’.
20.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 41 H’

VMBY 42

18.04.1994 Reclassified from wagon ‘VMBY 42 U’ to ’ wagon ‘RMBY 42 Q’.

VMBY 44

Details: wagon ‘VMBY 44 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: MOTOR VEHICLES
Remarks: EX VMBX 44
BSG Code: VBMM

Capacity of 8 cars

18.08.1989 Repair ‘VEHICLE RECLASSIFY’.
18.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 44 L’
30.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1990 Repair ‘COUPLER KNUCKLE’.
03.03.1990 Repair ‘GRADE CONTROL VALVE’.
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03.03.1990 Repair ‘HANDRAILS END’.
03.03.1990 Repair ‘WHEEL SET’.

VMBY 45

18.08.1989 Repair ‘VEHICLE RECLASSIFY’.
18.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 45 U’
21.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VMBY 47

27.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1990 Repair ‘END HOSE’.
27.03.1990 Repair ‘BRAKE BLOCK RB95’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
18.06.1990 Repair ‘HANDRAILS’.
29.09.1990 Repair ‘COUPLER KNUCKLE PIN’.

VMBY 54

08.11.1990 Repair ‘VEHICLE RECLASSIFY’.
08.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 54 T’
14.12.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
31.12.1991 Repair ‘END BRAKE COCK’.
31.12.1991 Repair ‘END HOSE’.
31.12.1991 Repair ‘TRAIN PIPE (END)’.
16.01.1992 Repair ‘HANDRAILS’.
20.10.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘HANDRAILS’.
16.11.1992 Repair ‘WHEEL SET’.
07.12.1992 Repair ‘WHEEL SET’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘WHEEL SET’.
08.02.1994 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Reclassified from wagon ‘VMBY 54 A’ to ’ wagon ‘RMBY 54 T’.

VMBY 55

27.12.1989 Repair ‘VEHICLE RECLASSIFY’.
27.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 55 F’
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VMBY 56

03.08.1989 Repair ‘VEHICLE RECLASSIFY’.
03.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 56 Y’
21.08.1989 Reclassified from wagon ‘VMBY 56 S’ to ’ wagon ‘VMBX 56 Y’.
01.09.1989 Repair ‘VEHICLE RECLASSIFY’.
01.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VMBX 56 Y’

VMBY 57

27.07.1989 Repair ‘BRAKE BLOCK RB95’.
30.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1989 Repair ‘END HOSE’.
16.11.1989 Repair ‘END HOSE’.
20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘GRADE CONTROL VALVE’.
20.03.1990 Repair ‘VEHICLE COMPLETE’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BRANCH PIPE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.
18.06.1990 Repair ‘HANDRAILS’.
19.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

2.841 Wagon classification starting with ‘VMP’

VMPY 46

Details: wagon ‘VMPY 46 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBMZ

VMPY 58

Details: wagon ‘VMPY 58 J’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.2m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBMZ

2.842 Wagon classification starting with ‘VOA’

VOAA 9

Details: wagon ‘VOAA 9 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBOZ

VOAA 123

Details: wagon ‘VOAA 123 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2642mm
Wagon Height: 1372mm
BSG Code: VBOZ
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Capacity of 45 tonnes

09.06.1990 Repair ‘STEP’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.06.1990 Repair ‘COUPLER KNUCKLE’.
13.06.1990 Repair ‘DOOR OPENING MECHANISM’.
13.06.1990 Repair ‘HANDRAILS END’.
13.06.1990 Repair ‘VEHICLE COMPLETE’.

VOAA 165

24.10.1994 Reclassified from wagon ‘VOAA 165 V’ to ’ wagon ‘VOJF 34 F’.

VOAA 174

Details: wagon ‘VOAA 174 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2642mm
Wagon Height: 1372mm
BSG Code: VBOZ

Capacity of 45 tonnes

2.843 Wagon classification starting with ‘VOB’

VOBX 2

Details: wagon ‘VOBX 2 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 12

Details: wagon ‘VOBX 12 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 13

14.06.1994 Reclassified from wagon ‘VOBX 13 F’ to ’ wagon ‘ROBX 13 B’.

VOBX 16

Details: wagon ‘VOBX 16 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

15.10.1990 Repair ‘STEP’.
15.10.1990 Repair ‘STEP’.
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VOBX 20

Details: wagon ‘VOBX 20 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 21

Details: wagon ‘VOBX 21 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 22

Details: wagon ‘VOBX 22 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 29

Details: wagon ‘VOBX 29 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 30

Details: wagon ‘VOBX 30 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 35

Details: wagon ‘VOBX 35 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘BOGIE COMPLETE’.
01.02.1991 Repair ‘COUPLER COMPLETE’.
01.02.1991 Repair ‘DRAFT GEAR POCKET’.
01.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
01.02.1991 Repair ‘TRAIN PIPE’.
18.02.1992 Repair ‘STEP’.

VOBX 38

Details: wagon ‘VOBX 38 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 39

Details: wagon ‘VOBX 39 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 40

14.06.1994 Reclassified from wagon ‘VOBX 40 C’ to ’ wagon ‘ROBX 40 V’.

VOBX 41

Details: wagon ‘VOBX 41 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 43

Details: wagon ‘VOBX 43 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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VOBX 44

Details: wagon ‘VOBX 44 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 45

28.06.1994 Reclassified from wagon ‘VOBX 45 B’ to ’ wagon ‘ROBX 45 U’.

VOBX 47

Details: wagon ‘VOBX 47 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 48

19.04.1994 Reclassified from wagon ‘VOBX 48 F’ to ’ wagon ‘ROBX 48 B’.

VOBX 51

08.12.1989 Repair ‘STEP’.
08.12.1989 Repair ‘STEP’.
19.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.01.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.01.1991 Repair ‘COUPLER KNUCKLE’.
19.01.1991 Repair ‘EMPTY LOAD VALVE’.
19.01.1991 Repair ‘GRADE CONTROL VALVE’.
19.01.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1991 Repair ‘HANDBRAKE HANDLE’.
15.05.1991 Repair ‘COUPLER KNUCKLE PIN’.
11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.

VOBX 52

Details: wagon ‘VOBX 52 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 55

14.05.1994 Reclassified from wagon ‘VOBX 55 J’ to ’ wagon ‘ROBX 55 F’.

VOBX 56

27.04.1994 Reclassified from wagon ‘VOBX 56 S’ to ’ wagon ‘ROBX 56 Y’.

VOBX 57

Details: wagon ‘VOBX 57 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 58

Details: wagon ‘VOBX 58 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 59

29.04.1994 Reclassified from wagon ‘VOBX 59 W’ to ’ wagon ‘ROBX 59 S’.

VOBX 60

Details: wagon ‘VOBX 60 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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VOBX 63

Details: wagon ‘VOBX 63 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 67

Details: wagon ‘VOBX 67 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 68

17.06.1994 Reclassified from wagon ‘VOBX 68 V’ to ’ wagon ‘ROBX 68 R’.

VOBX 70

Details: wagon ‘VOBX 70 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard

21452



2.843. Wagon classification starting with ‘VOB’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 71

13.11.1992 Reclassified from wagon ‘VOBX 71 M’ to ’ wagon ‘VKOX 71 U’.

VOBX 72

13.11.1992 Reclassified from wagon ‘VOBX 72 V’ to ’ wagon ‘VKOX 72 G’.

VOBX 73

24.10.1994 Reclassified from wagon ‘VOBX 73 H’ to ’ wagon ‘ROBX 73 D’.

VOBX 75

13.11.1992 Reclassified from wagon ‘VOBX 75 C’ to ’ wagon ‘VKOX 75 K’.
28.04.1994 Reclassified from wagon ‘VOBX 75 C’ to ’ wagon ‘ROBX 75 V’.

VOBX 78

19.04.1994 Reclassified from wagon ‘VOBX 78 G’ to ’ wagon ‘ROBX 78 C’.

VOBX 85

13.09.1994 Reclassified from wagon ‘VOBX 85 K’ to ’ wagon ‘ROBX 85 G’.

VOBX 88

12.09.1994 Reclassified from wagon ‘VOBX 88 Y’ to ’ wagon ‘ROBX 88 K’.

VOBX 91

Details: wagon ‘VOBX 91 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 92

Details: wagon ‘VOBX 92 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 93

27.09.1989 Repair ‘HANDRAILS END’.
27.09.1989 Repair ‘STEP’.
11.10.1989 Repair ‘STEP’.
14.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1992 Repair ‘VEHICLE STENCILS’.
15.04.1992 Repair ‘YOKE CARRIER’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Reclassified from wagon ‘VOBX 93 A’ to ’ wagon ‘ROJX 93 U’.

VOBX 94

Details: wagon ‘VOBX 94 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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2.843. Wagon classification starting with ‘VOB’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 95

28.04.1994 Reclassified from wagon ‘VOBX 95 S’ to ’ wagon ‘ROBX 95 Y’.

VOBX 96

Details: wagon ‘VOBX 96 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 97

03.01.1996 Reclassified from wagon ‘VOBX 97 N’ to ’ wagon ‘ROBX 97 J’.

VOBX 98

02.08.1994 Reclassified from wagon ‘VOBX 98 W’ to ’ wagon ‘ROBX 98 S’.

VOBX 99

Details: wagon ‘VOBX 99 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2

21455



2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 100

Details: wagon ‘VOBX 100 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 101

Details: wagon ‘VOBX 101 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 102

27.04.1994 Reclassified from wagon ‘VOBX 102 S’ to ’ wagon ‘ROBX 102 Y’.
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2.843. Wagon classification starting with ‘VOB’

VOBX 103

28.04.1994 Reclassified from wagon ‘VOBX 103 E’ to ’ wagon ‘ROBX 103 A’.

VOBX 104

Details: wagon ‘VOBX 104 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

13.07.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.07.1989 Repair ‘DOOR COMPLETE’.
13.07.1989 Repair ‘HANDRAILS END’.
13.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
13.07.1989 Repair ‘SIDE BEARER’.

VOBX 105

Details: wagon ‘VOBX 105 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 106

Details: wagon ‘VOBX 106 X’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 111

30.06.1994 Reclassified from wagon ‘VOBX 111 R’ to ’ wagon ‘ROBX 111 N’.

VOBX 112

28.11.1994 Reclassified from wagon ‘VOBX 112 D’ to ’ wagon ‘ROBX 112 W’.

VOBX 115

27.04.1994 Reclassified from wagon ‘VOBX 115 H’ to ’ wagon ‘ROBX 115 D’.

VOBX 121

26.07.1994 Reclassified from wagon ‘VOBX 121 C’ to ’ wagon ‘ROBX 121 V’.

VOBX 140

15.11.1994 Reclassified from wagon ‘VOBX 140 J’ to ’ wagon ‘ROBX 140 F’.

VOBX 149

16.06.1994 Reclassified from wagon ‘VOBX 149 V’ to ’ wagon ‘ROBX 149 R’.

VOBX 151

07.10.1994 Reclassified from wagon ‘VOBX 151 D’ to ’ wagon ‘ROBX 151 W’.

VOBX 153

13.10.1994 Reclassified from wagon ‘VOBX 153 V’ to ’ wagon ‘ROBX 153 R’.

VOBX 160

30.08.1994 Reclassified from wagon ‘VOBX 160 C’ to ’ wagon ‘ROBX 160 V’.
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2.843. Wagon classification starting with ‘VOB’

VOBX 162

27.04.1994 Reclassified from wagon ‘VOBX 162 U’ to ’ wagon ‘ROBX 162 Q’.

VOBX 164

09.08.1994 Reclassified from wagon ‘VOBX 164 P’ to ’ wagon ‘ROBX 164 L’.

VOBX 165

14.05.1994 Reclassified from wagon ‘VOBX 165 B’ to ’ wagon ‘ROBX 165 U’.

VOBX 166

15.11.1994 Reclassified from wagon ‘VOBX 166 K’ to ’ wagon ‘ROBX 166 G’.

VOBX 181

27.04.1994 Reclassified from wagon ‘VOBX 181 E’ to ’ wagon ‘ROBX 181 A’.

VOBX 182

28.06.1994 Reclassified from wagon ‘VOBX 182 N’ to ’ wagon ‘ROBX 182 J’.

VOBX 185

11.01.1995 Reclassified from wagon ‘VOBX 185 R’ to ’ wagon ‘ROBX 185 N’.

VOBX 192

20.04.1995 Reclassified from wagon ‘VOBX 192 V’ to ’ wagon ‘ROBX 192 R’.

VOBX 216

16.06.1994 Reclassified from wagon ‘VOBX 216 A’ to ’ wagon ‘ROBX 216 T’.

VOBX 222

28.04.1994 Reclassified from wagon ‘VOBX 222 S’ to ’ wagon ‘ROBX 222 Y’.

VOBX 255

04.08.1994 Reclassified from wagon ‘VOBX 255 A’ to ’ wagon ‘ROBX 255 T’.

VOBX 268

Details: wagon ‘VOBX 268 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOBX 277

08.06.1994 Reclassified from wagon ‘VOBX 277 L’ to ’ wagon ‘ROBX 277 H’.

VOBX 287

29.04.1994 Reclassified from wagon ‘VOBX 287 T’ to ’ wagon ‘ROBX 287 P’.

VOBX 311

04.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.02.1992 Repair ‘STEP’.
10.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.09.1992 Reclassified from wagon ‘VOBX 311 X’ to ’ wagon ‘VKOX 21 D’.

VOBX 317

27.07.1994 Reclassified from wagon ‘VOBX 317 Q’ to ’ wagon ‘ROBX 317 M’.

VOBX 327

04.05.1994 Reclassified from wagon ‘VOBX 327 B’ to ’ wagon ‘ROBX 327 U’.

VOBX 328

28.04.1994 Reclassified from wagon ‘VOBX 328 K’ to ’ wagon ‘ROBX 328 G’.

VOBX 335

02.08.1994 Reclassified from wagon ‘VOBX 335 Y’ to ’ wagon ‘ROBX 335 K’.

VOBX 337

24.10.1994 Reclassified from wagon ‘VOBX 337 J’ to ’ wagon ‘ROBX 337 F’.

VOBX 352

28.04.1994 Reclassified from wagon ‘VOBX 352 D’ to ’ wagon ‘ROBX 352 W’.
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2.843. Wagon classification starting with ‘VOB’

VOBX 368

04.09.1992 Reclassified from wagon ‘VOBX 368 T’ to ’ wagon ‘VKOX 22 M’.

VOBX 385

14.05.1994 Reclassified from wagon ‘VOBX 385 X’ to ’ wagon ‘ROBX 385 E’.

VOBX 388

15.06.1994 Reclassified from wagon ‘VOBX 388 M’ to ’ wagon ‘ROBX 388 X’.

VOBX 389

25.08.1994 Reclassified from wagon ‘VOBX 389 V’ to ’ wagon ‘ROBX 389 R’.

VOBX 391

27.07.1994 Reclassified from wagon ‘VOBX 391 D’ to ’ wagon ‘ROBX 391 W’.

VOBX 399

19.04.1994 Reclassified from wagon ‘VOBX 399 G’ to ’ wagon ‘ROBX 399 C’.

VOBX 403

12.10.1992 Repair ‘STEP’.
01.12.1992 Repair ‘HANDRAILS’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
01.11.1994 Reclassified from wagon ‘VOBX 403 C’ to ’ wagon ‘ROBX 403 V’.

VOBX 417

19.07.1994 Reclassified from wagon ‘VOBX 417 A’ to ’ wagon ‘ROBX 417 T’.

VOBX 429

19.04.1994 Reclassified from wagon ‘VOBX 429 D’ to ’ wagon ‘ROBX 429 W’.

VOBX 439

15.06.1994 Reclassified from wagon ‘VOBX 439 L’ to ’ wagon ‘ROBX 439 H’.

VOBX 444

19.04.1994 Reclassified from wagon ‘VOBX 444 U’ to ’ wagon ‘ROBX 444 Q’.
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2. TIMS GROUP INFORMATION - WAGONS

VOBX 449

05.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
05.04.1990 Repair ‘VEHICLE COMPLETE’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE SPRING’.
04.09.1992 Reclassified from wagon ‘VOBX 449 T’ to ’ wagon ‘VKOX 30 C’.

2.844 Wagon classification starting with ‘VOC’

VOCX 15

29.04.1994 Reclassified from wagon ‘VOCX 15 D’ to ’ wagon ‘ROBX 15 T’.

VOCX 23

28.04.1994 Reclassified from wagon ‘VOCX 23 Q’ to ’ wagon ‘ROBX 23 J’.

VOCX 69

31.08.1994 Reclassified from wagon ‘VOCX 69 K’ to ’ wagon ‘ROBX 69 D’.

VOCX 74

04.08.1994 Reclassified from wagon ‘VOCX 74 T’ to ’ wagon ‘ROBX 74 M’.

VOCX 79

17.11.1994 Reclassified from wagon ‘VOCX 79 S’ to ’ wagon ‘ROBX 79 L’.

VOCX 83

27.07.1994 Reclassified from wagon ‘VOCX 83 S’ to ’ wagon ‘ROBX 83 L’.

VOCX 89

28.04.1994 Reclassified from wagon ‘VOCX 89 D’ to ’ wagon ‘ROBX 89 T’.

VOCX 90

03.02.1995 Reclassified from wagon ‘VOCX 90 W’ to ’ wagon ‘ROBX 90 P’.

VOCX 113

13.07.1994 Reclassified from wagon ‘VOCX 113 P’ to ’ wagon ‘ROBX 113 X’.

VOCX 114

15.06.1994 Reclassified from wagon ‘VOCX 114 B’ to ’ wagon ‘ROBX 114 R’.
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2.844. Wagon classification starting with ‘VOC’

VOCX 119

25.01.1995 Reclassified from wagon ‘VOCX 119 A’ to ’ wagon ‘RKCX 119 L’.

VOCX 122

27.07.1994 Reclassified from wagon ‘VOCX 122 Y’ to ’ wagon ‘ROBX 122 H’.

VOCX 124

24.10.1994 Reclassified from wagon ‘VOCX 124 J’ to ’ wagon ‘ROBX 124 C’.

VOCX 128

13.10.1994 Reclassified from wagon ‘VOCX 128 W’ to ’ wagon ‘ROBX 128 P’.

VOCX 130

26.10.1994 Reclassified from wagon ‘VOCX 130 E’ to ’ wagon ‘ROBX 130 U’.

VOCX 134

04.06.1994 Reclassified from wagon ‘VOCX 134 R’ to ’ wagon ‘ROBX 134 K’.

VOCX 138

14.06.1994 Reclassified from wagon ‘VOCX 138 H’ to ’ wagon ‘ROBX 138 A’.

VOCX 139

27.06.1994 Reclassified from wagon ‘VOCX 139 Q’ to ’ wagon ‘ROBX 139 J’.

VOCX 142

03.02.1995 Reclassified from wagon ‘VOCX 142 H’ to ’ wagon ‘ROBX 142 A’.

VOCX 145

26.05.1988 Reclassified from wagon ‘VOCX 145 L’ to ’ wagon ‘VOFX 145 U’.

VOCX 147

17.12.1987 Reclassified from wagon ‘VOCX 147 G’ to ’ wagon ‘VOFX 147 P’.

VOCX 157

13.10.1994 Reclassified from wagon ‘VOCX 157 Y’ to ’ wagon ‘ROBX 157 H’.

VOCX 158

29.04.1994 Reclassified from wagon ‘VOCX 158 A’ to ’ wagon ‘ROBX 158 Q’.
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2. TIMS GROUP INFORMATION - WAGONS

VOCX 170

10.05.1994 Reclassified from wagon ‘VOCX 170 N’ to ’ wagon ‘ROBX 170 G’.

VOCX 171

26.08.1994 Reclassified from wagon ‘VOCX 171 W’ to ’ wagon ‘ROBX 171 P’.

VOCX 172

29.04.1994 Reclassified from wagon ‘VOCX 172 X’ to ’ wagon ‘ROBX 172 B’.

VOCX 174

04.06.1994 Reclassified from wagon ‘VOCX 174 D’ to ’ wagon ‘ROBX 174 T’.

VOCX 180

29.04.1994 Reclassified from wagon ‘VOCX 180 V’ to ’ wagon ‘ROBX 180 Y’.

VOCX 183

27.04.1994 Reclassified from wagon ‘VOCX 183 C’ to ’ wagon ‘ROBX 183 S’.

VOCX 184

17.06.1994 Reclassified from wagon ‘VOCX 184 L’ to ’ wagon ‘ROBX 184 E’.

VOCX 186

27.04.1994 Reclassified from wagon ‘VOCX 186 G’ to ’ wagon ‘ROBX 186 W’.

VOCX 189

13.06.1994 Reclassified from wagon ‘VOCX 189 K’ to ’ wagon ‘ROBX 189 D’.

VOCX 200

24.01.1989 Reclassified from wagon ‘VOCX 200 K’ to ’ wagon ‘VOFX 200 T’.

VOCX 201

15.06.1994 Reclassified from wagon ‘VOCX 201 T’ to ’ wagon ‘ROBX 201 M’.

VOCX 202

06.10.1991 Repair ‘SIDE STEP’.
06.10.1991 Repair ‘STEP’.
29.11.1991 Reclassified from wagon ‘VOCX 202 F’ to ’ wagon ‘VKOX 10 J’.
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2.844. Wagon classification starting with ‘VOC’

VOCX 205

28.10.1994 Reclassified from wagon ‘VOCX 205 J’ to ’ wagon ‘ROBX 205 C’.

VOCX 209

07.10.1994 Reclassified from wagon ‘VOCX 209 W’ to ’ wagon ‘ROBX 209 P’.

VOCX 213

29.04.1994 Reclassified from wagon ‘VOCX 213 W’ to ’ wagon ‘ROBX 213 P’.

VOCX 217

05.01.1989 Reclassified from wagon ‘VOCX 217 M’ to ’ wagon ‘VOFX 217 V’.

VOCX 218

27.04.1994 Reclassified from wagon ‘VOCX 218 V’ to ’ wagon ‘ROBX 218 Y’.

VOCX 225

23.10.1995 Reclassified from wagon ‘VOCX 225 C’ to ’ wagon ‘ROBX 225 S’.

VOCX 229

Details: wagon ‘VOCX 229 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOCX 241

19.04.1994 Reclassified from wagon ‘VOCX 241 F’ to ’ wagon ‘ROBX 241 V’.

VOCX 243

20.05.1988 Reclassified from wagon ‘VOCX 243 A’ to ’ wagon ‘VOFX 243 J’.
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2. TIMS GROUP INFORMATION - WAGONS

VOCX 245

09.06.1994 Reclassified from wagon ‘VOCX 245 S’ to ’ wagon ‘ROBX 245 L’.

VOCX 250

04.06.1994 Reclassified from wagon ‘VOCX 250 E’ to ’ wagon ‘ROBX 250 U’.

VOCX 256

12.07.1994 Reclassified from wagon ‘VOCX 256 M’ to ’ wagon ‘ROBX 256 F’.

VOCX 259

09.06.1988 Reclassified from wagon ‘VOCX 259 Q’ to ’ wagon ‘VOFX 259 C’.

VOCX 261

05.06.1994 Reclassified from wagon ‘VOCX 261 V’ to ’ wagon ‘ROBX 261 Y’.

VOCX 275

16.06.1988 Reclassified from wagon ‘VOCX 275 T’ to ’ wagon ‘VOFX 275 F’.

VOCX 283

13.07.1994 Reclassified from wagon ‘VOCX 283 J’ to ’ wagon ‘ROBX 283 C’.

VOCX 286

29.11.1991 Reclassified from wagon ‘VOCX 286 N’ to ’ wagon ‘VKOX 3 F’.

VOCX 288

14.04.1994 Reclassified from wagon ‘VOCX 288 X’ to ’ wagon ‘ROBX 288 B’.

VOCX 291

25.01.1989 Reclassified from wagon ‘VOCX 291 W’ to ’ wagon ‘VOFX 291 X’.

VOCX 294

23.11.1994 Reclassified from wagon ‘VOCX 294 D’ to ’ wagon ‘ROBX 294 T’.

VOCX 296

04.09.1992 Reclassified from wagon ‘VOCX 296 V’ to ’ wagon ‘VKOX 29 G’.

VOCX 299

27.04.1994 Reclassified from wagon ‘VOCX 299 C’ to ’ wagon ‘ROBX 299 S’.
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2.844. Wagon classification starting with ‘VOC’

VOCX 304

29.09.1994 Reclassified from wagon ‘VOCX 304 H’ to ’ wagon ‘ROBX 304 A’.

VOCX 313

28.11.1991 Reclassified from wagon ‘VOCX 313 G’ to ’ wagon ‘VKOX 20 R’.

VOCX 314

06.06.1991 Repair ‘HANDRAILS END’.
11.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1992 Reclassified from wagon ‘VOCX 314 P’ to ’ wagon ‘VKOX 28 U’.

VOCX 322

21.09.1994 Reclassified from wagon ‘VOCX 322 F’ to ’ wagon ‘ROBX 322 V’.

VOCX 323

14.05.1994 Reclassified from wagon ‘VOCX 323 Y’ to ’ wagon ‘ROBX 323 H’.

VOCX 330

04.06.1994 Reclassified from wagon ‘VOCX 330 S’ to ’ wagon ‘ROBX 330 L’.

VOCX 333

25.08.1994 Reclassified from wagon ‘VOCX 333 W’ to ’ wagon ‘ROBX 333 P’.

VOCX 334

29.11.1991 Reclassified from wagon ‘VOCX 334 X’ to ’ wagon ‘VKOX 1 K’.

VOCX 336

11.02.1991 Repair ‘STEP’.
29.11.1991 Reclassified from wagon ‘VOCX 336 D’ to ’ wagon ‘VKOX 9 N’.

VOCX 338

27.07.1994 Reclassified from wagon ‘VOCX 338 V’ to ’ wagon ‘ROBX 338 Y’.

VOCX 340

24.12.1987 Reclassified from wagon ‘VOCX 340 D’ to ’ wagon ‘VOFX 340 M’.

VOCX 342

04.06.1994 Reclassified from wagon ‘VOCX 342 V’ to ’ wagon ‘ROBX 342 Y’.

21467



2. TIMS GROUP INFORMATION - WAGONS

VOCX 346

29.11.1991 Reclassified from wagon ‘VOCX 346 L’ to ’ wagon ‘VKOX 15 X’.

VOCX 349

29.11.1991 Reclassified from wagon ‘VOCX 349 P’ to ’ wagon ‘VKOX 7 S’.

VOCX 350

28.05.1991 Repair ‘HANDRAILS END’.
29.11.1991 Reclassified from wagon ‘VOCX 350 L’ to ’ wagon ‘VKOX 8 E’.

VOCX 356

19.10.1994 Reclassified from wagon ‘VOCX 356 T’ to ’ wagon ‘ROBX 356 M’.

VOCX 360

26.07.1988 Reclassified from wagon ‘VOCX 360 T’ to ’ wagon ‘VOFX 360 F’.

VOCX 365

08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘END BRAKE COCK’.
08.07.1993 Repair ‘WHEEL SET’.
10.08.1993 Repair ‘HANDBRAKE HANDLE’.
10.08.1993 Repair ‘HANDRAILS’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
15.12.1994 Reclassified from wagon ‘VOCX 365 S’ to ’ wagon ‘ROBX 365 L’.

VOCX 370

31.08.1992 Reclassified from wagon ‘VOCX 370 E’ to ’ wagon ‘VKOX 27 L’.

VOCX 371

29.11.1991 Reclassified from wagon ‘VOCX 371 N’ to ’ wagon ‘VKOX 11 S’.

VOCX 373

02.08.1994 Reclassified from wagon ‘VOCX 373 X’ to ’ wagon ‘ROBX 373 B’.

VOCX 374

22.08.1994 Reclassified from wagon ‘VOCX 374 R’ to ’ wagon ‘ROBX 374 K’.

21468



2.844. Wagon classification starting with ‘VOC’

VOCX 379

04.08.1994 Reclassified from wagon ‘VOCX 379 Q’ to ’ wagon ‘ROBX 379 J’.

VOCX 381

08.09.1987 Reclassified from wagon ‘VOCX 381 V’ to ’ wagon ‘VOFX 381 H’.

VOCX 382

10.08.1994 Reclassified from wagon ‘VOCX 382 H’ to ’ wagon ‘ROBX 382 A’.

VOCX 386

04.06.1994 Reclassified from wagon ‘VOCX 386 U’ to ’ wagon ‘ROBX 386 N’.

VOCX 393

19.09.1994 Reclassified from wagon ‘VOCX 393 B’ to ’ wagon ‘ROBX 393 R’.

VOCX 396

29.04.1994 Reclassified from wagon ‘VOCX 396 F’ to ’ wagon ‘ROBX 396 V’.

VOCX 400

08.06.1994 Reclassified from wagon ‘VOCX 400 B’ to ’ wagon ‘ROBX 400 R’.

VOCX 402

08.07.1994 Reclassified from wagon ‘VOCX 402 T’ to ’ wagon ‘ROBX 402 M’.

VOCX 404

13.09.1994 Reclassified from wagon ‘VOCX 404 Y’ to ’ wagon ‘ROBX 404 H’.

VOCX 409

04.06.1994 Reclassified from wagon ‘VOCX 409 N’ to ’ wagon ‘ROBX 409 G’.

VOCX 410

31.05.1994 Reclassified from wagon ‘VOCX 410 J’ to ’ wagon ‘ROBX 410 C’.

VOCX 419

01.06.1991 Repair ‘HANDRAILS’.
29.11.1991 Reclassified from wagon ‘VOCX 419 V’ to ’ wagon ‘VKOX 13 N’.
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2. TIMS GROUP INFORMATION - WAGONS

VOCX 422

29.04.1994 Reclassified from wagon ‘VOCX 422 M’ to ’ wagon ‘ROBX 422 F’.

VOCX 423

08.09.1987 Reclassified from wagon ‘VOCX 423 V’ to ’ wagon ‘VOFX 423 H’.

VOCX 425

21.07.1994 Reclassified from wagon ‘VOCX 425 Q’ to ’ wagon ‘ROBX 425 J’.

VOCX 427

27.06.1994 Reclassified from wagon ‘VOCX 427 L’ to ’ wagon ‘ROBX 427 E’.

VOCX 430

17.09.1994 Reclassified from wagon ‘VOCX 430 C’ to ’ wagon ‘ROBX 430 S’.

VOCX 432

16.06.1988 Reclassified from wagon ‘VOCX 432 U’ to ’ wagon ‘VOFX 432 G’.

VOCX 434

04.05.1994 Reclassified from wagon ‘VOCX 434 P’ to ’ wagon ‘ROBX 434 X’.

VOCX 436

27.04.1994 Reclassified from wagon ‘VOCX 436 K’ to ’ wagon ‘ROBX 436 D’.

VOCX 452

28.04.1994 Reclassified from wagon ‘VOCX 452 N’ to ’ wagon ‘ROBX 452 G’.

VOCX 453

28.04.1994 Reclassified from wagon ‘VOCX 453 W’ to ’ wagon ‘ROBX 453 P’.

VOCX 1002

24.05.1988 Reclassified from wagon ‘VOCX 1002 U’ to ’ wagon ‘VOFX 1002 G’.

VOCX 1006

06.09.1989 Reclassified from wagon ‘VOCX 1006 K’ to ’ wagon ‘ROBX 1006 D’.

VOCX 1007

10.09.1987 Reclassified from wagon ‘VOCX 1007 T’ to ’ wagon ‘VOFX 1007 F’.

21470



2.844. Wagon classification starting with ‘VOC’

VOCX 1011

26.03.1990 Repair ‘HANDRAILS’.
26.03.1990 Repair ‘HANDRAILS END’.
26.03.1990 Repair ‘SIDE STEP’.
26.03.1990 Repair ‘STEP’.
08.09.1992 Reclassified from wagon ‘VOCX 1011 T’ to ’ wagon ‘VKOX 32 U’.

VOCX 1012

13.07.1994 Reclassified from wagon ‘VOCX 1012 F’ to ’ wagon ‘ROBX 1012 V’.

VOCX 1013

26.05.1988 Reclassified from wagon ‘VOCX 1013 Y’ to ’ wagon ‘VOFX 1013 A’.

VOCX 1014

23.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.05.1991 Repair ‘DOOR LOCK MECHANISM’.
29.11.1991 Reclassified from wagon ‘VOCX 1014 A’ to ’ wagon ‘VKOX 5 A’.

VOCX 1015

29.11.1991 Reclassified from wagon ‘VOCX 1015 J’ to ’ wagon ‘VKOX 12 E’.

VOCX 1017

27.06.1994 Reclassified from wagon ‘VOCX 1017 E’ to ’ wagon ‘ROBX 1017 U’.

VOCX 1019

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.10.1989 Repair ‘STEP’.
29.11.1991 Reclassified from wagon ‘VOCX 1019 W’ to ’ wagon ‘VKOX 4 Y’.

VOCX 1022

16.06.1994 Reclassified from wagon ‘VOCX 1022 N’ to ’ wagon ‘ROBX 1022 G’.

VOCX 1023

30.09.1987 Reclassified from wagon ‘VOCX 1023 W’ to ’ wagon ‘VOFX 1023 X’.

VOCX 1024

31.08.1987 Reclassified from wagon ‘VOCX 1024 X’ to ’ wagon ‘VOFX 1024 R’.
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VOCX 1025

Details: wagon ‘VOCX 1025 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 28.01.1988
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

VOCX 1033

03.08.1994 Reclassified from wagon ‘VOCX 1033 H’ to ’ wagon ‘ROBX 1033 A’.

VOCX 1034

14.03.1990 Repair ‘STEP’.
30.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.02.1992 Repair ‘STEP’.

VOCX 1047

29.04.1994 Reclassified from wagon ‘VOCX 1047 F’ to ’ wagon ‘ROBX 1047 V’.

VOCX 1048

25.01.1989 Reclassified from wagon ‘VOCX 1048 Y’ to ’ wagon ‘VOFX 1048 A’.

VOCX 1051

14.05.1994 Reclassified from wagon ‘VOCX 1051 F’ to ’ wagon ‘ROBX 1051 V’.

VOCX 1057

25.05.1991 Repair ‘HANDRAILS END’.
25.05.1991 Repair ‘SIDE STEP’.
24.08.1992 Repair ‘HANDRAILS’.
15.04.1993 Repair ‘HANDRAILS END’.
20.08.1993 Repair ‘HANDRAILS END’.
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06.03.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
15.04.1995 Reclassified from wagon ‘VOCX 1057 N’ to ’ wagon ‘ROBX 1057 G’.

VOCX 1065

12.04.1990 Repair ‘HANDRAILS END’.
29.11.1991 Reclassified from wagon ‘VOCX 1065 D’ to ’ wagon ‘VKOX 14 W’.

VOCX 1067

01.06.1988 Reclassified from wagon ‘VOCX 1067 V’ to ’ wagon ‘VOFX 1067 H’.

VOCX 1071

11.08.1994 Reclassified from wagon ‘VOCX 1071 V’ to ’ wagon ‘ROBX 1071 Y’.

VOCX 1073

22.07.1994 Reclassified from wagon ‘VOCX 1073 Q’ to ’ wagon ‘ROBX 1073 J’.

VOCX 1076

13.10.1994 Reclassified from wagon ‘VOCX 1076 U’ to ’ wagon ‘ROBX 1076 N’.

VOCX 1078

24.11.1994 Reclassified from wagon ‘VOCX 1078 P’ to ’ wagon ‘ROBX 1078 X’.

VOCX 1080

30.06.1994 Reclassified from wagon ‘VOCX 1080 U’ to ’ wagon ‘ROBX 1080 N’.

VOCX 1082

27.09.1994 Reclassified from wagon ‘VOCX 1082 P’ to ’ wagon ‘ROBX 1082 X’.

VOCX 1084

04.06.1994 Reclassified from wagon ‘VOCX 1084 K’ to ’ wagon ‘ROBX 1084 D’.

VOCX 1089

24.01.1989 Reclassified from wagon ‘VOCX 1089 J’ to ’ wagon ‘VOFX 1089 S’.

VOCX 1090

12.04.1994 Reclassified from wagon ‘VOCX 1090 F’ to ’ wagon ‘ROBX 1090 V’.
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VOCX 1095

15.10.1987 Reclassified from wagon ‘VOCX 1095 E’ to ’ wagon ‘VOFX 1095 N’.

VOCX 1096

14.05.1994 Reclassified from wagon ‘VOCX 1096 N’ to ’ wagon ‘ROBX 1096 G’.

VOCX 1101

29.04.1994 Reclassified from wagon ‘VOCX 1101 S’ to ’ wagon ‘ROBX 1101 L’.

VOCX 1102

24.01.1989 Reclassified from wagon ‘VOCX 1102 E’ to ’ wagon ‘VOFX 1102 N’.

VOCX 1103

22.04.1994 Reclassified from wagon ‘VOCX 1103 N’ to ’ wagon ‘ROBX 1103 G’.

VOCX 1112

29.09.1994 Reclassified from wagon ‘VOCX 1112 M’ to ’ wagon ‘ROBX 1112 F’.

VOCX 1116

29.11.1991 Reclassified from wagon ‘VOCX 1116 C’ to ’ wagon ‘VKOX 2 T’.

VOCX 1122

Details: wagon ‘VOCX 1122 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCY 1122 B
BSG Code: VXOZ

Capacity of 51 tonnes

10.10.1991 Repair ‘STEP’.
19.03.1992 Repair ‘STEP’.
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VOCX 1123

13.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.07.1989 Repair ‘COUPLER KNUCKLE’.
13.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.07.1989 Repair ‘WHEEL SET’.
04.09.1992 Reclassified from wagon ‘VOCX 1123 G’ to ’ wagon ‘VKOX 31 L’.

VOCX 1125

10.05.1994 Reclassified from wagon ‘VOCX 1125 B’ to ’ wagon ‘ROBX 1125 R’.

VOCX 1126

26.08.1988 Reclassified from wagon ‘VOCX 1126 K’ to ’ wagon ‘VOFX 1126 T’.

VOCX 1127

14.10.1994 Reclassified from wagon ‘VOCX 1127 T’ to ’ wagon ‘ROBX 1127 M’.

VOCX 1128

13.10.1994 Reclassified from wagon ‘VOCX 1128 F’ to ’ wagon ‘ROBX 1128 V’.

VOCX 1131

30.08.1994 Reclassified from wagon ‘VOCX 1131 T’ to ’ wagon ‘ROBX 1131 M’.

VOCX 1134

27.09.1988 Reclassified from wagon ‘VOCX 1134 A’ to ’ wagon ‘VOFX 1134 J’.

VOCX 1136

15.06.1988 Reclassified from wagon ‘VOCX 1136 S’ to ’ wagon ‘VOFX 1136 E’.

VOCX 1137

08.06.1988 Reclassified from wagon ‘VOCX 1137 E’ to ’ wagon ‘VOFX 1137 N’.

VOCX 1138

29.04.1994 Reclassified from wagon ‘VOCX 1138 N’ to ’ wagon ‘ROBX 1138 G’.

VOCX 1140

27.06.1994 Reclassified from wagon ‘VOCX 1140 S’ to ’ wagon ‘ROBX 1140 L’.

VOCX 1143

26.02.1988 Reclassified from wagon ‘VOCX 1143 W’ to ’ wagon ‘VOFX 1143 X’.
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VOCX 1148

07.06.1988 Reclassified from wagon ‘VOCX 1148 V’ to ’ wagon ‘VOFX 1148 H’.

VOCX 1153

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘EMPTY LOAD VALVE’.
23.01.1990 Repair ‘GRADE CONTROL VALVE’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
23.11.1995 Reclassified from wagon ‘VOCX 1153 H’ to ’ wagon ‘ROBX 1153 A’.

VOCX 1156

24.01.1989 Reclassified from wagon ‘VOCX 1156 L’ to ’ wagon ‘VOFX 1156 U’.

VOCX 1159

17.11.1994 Reclassified from wagon ‘VOCX 1159 P’ to ’ wagon ‘ROBX 1159 X’.

VOCX 1161

11.05.1988 Reclassified from wagon ‘VOCX 1161 U’ to ’ wagon ‘VOFX 1161 G’.

VOCX 1168

19.09.1994 Reclassified from wagon ‘VOCX 1168 Y’ to ’ wagon ‘ROBX 1168 H’.

VOCX 1170

29.11.1991 Reclassified from wagon ‘VOCX 1170 T’ to ’ wagon ‘VKOX 6 J’.

VOCY 1103

21.04.1988 Reclassified from wagon ‘VOCY 1103 R’ to ’ wagon ‘VOCF 1103 K’.

VOCY 1108

06.04.1988 Reclassified from wagon ‘VOCY 1108 Q’ to ’ wagon ‘VOFX 1108 V’.

VOCY 1111

03.06.1988 Reclassified from wagon ‘VOCY 1111 H’ to ’ wagon ‘VOFX 1111 M’.

VOCY 1122

06.07.1988 Reclassified from wagon ‘VOCY 1122 B’ to ’ wagon ‘VOCX 1122 U’.
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VOCY 1123

24.01.1989 Reclassified from wagon ‘VOCY 1123 K’ to ’ wagon ‘VOCX 1123 G’.

VOCY 1144

24.01.1989 Reclassified from wagon ‘VOCY 1144 M’ to ’ wagon ‘VOFX 1144 R’.

2.845 Wagon classification starting with ‘VOF’

VOFX 3

Details: wagon ‘VOFX 3 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 5

Details: wagon ‘VOFX 5 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 6

Details: wagon ‘VOFX 6 N’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 7

Details: wagon ‘VOFX 7 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 8

Details: wagon ‘VOFX 8 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 8
BSG Code: VXOZ

VOFX 10

Details: wagon ‘VOFX 10 N’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

11.11.1993 Repair ‘HANDRAILS END’.

VOFX 11

Details: wagon ‘VOFX 11 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 32

11.10.1994 Reclassified from wagon ‘VOFX 32 B’ to ’ wagon ‘ROBX 32 X’.

VOFX 36

13.09.1994 Reclassified from wagon ‘VOFX 36 Y’ to ’ wagon ‘ROBX 36 V’.

VOFX 37

17.08.1994 Reclassified from wagon ‘VOFX 37 A’ to ’ wagon ‘ROBX 37 H’.

VOFX 54

26.10.1994 Reclassified from wagon ‘VOFX 54 M’ to ’ wagon ‘ROBX 54 T’.

VOFX 77

26.04.1994 Reclassified from wagon ‘VOFX 77 J’ to ’ wagon ‘ROBX 77 Q’.
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VOFX 82

Details: wagon ‘VOFX 82 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 84

09.01.1995 Reclassified from wagon ‘VOFX 84 N’ to ’ wagon ‘ROBX 84 U’.

VOFX 86

20.06.1994 Reclassified from wagon ‘VOFX 86 X’ to ’ wagon ‘ROBX 86 P’.

VOFX 87

14.10.1994 Reclassified from wagon ‘VOFX 87 R’ to ’ wagon ‘ROBX 87 B’.

VOFX 107

Details: wagon ‘VOFX 107 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

24.09.1990 Repair ‘END HOSE’.

VOFX 117

25.01.1995 Reclassified from wagon ‘VOFX 117 Y’ to ’ wagon ‘RKUX 117 B’.
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VOFX 120

24.10.1994 Reclassified from wagon ‘VOFX 120 F’ to ’ wagon ‘ROBX 120 M’.

VOFX 123

15.06.1994 Reclassified from wagon ‘VOFX 123 J’ to ’ wagon ‘ROBX 123 Q’.

VOFX 127

20.10.1994 Reclassified from wagon ‘VOFX 127 W’ to ’ wagon ‘ROBX 127 G’.

VOFX 129

Details: wagon ‘VOFX 129 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

20.06.1990 Repair ‘SIDE STEP’.
24.03.1992 Repair ‘DOOR LOCK MECHANISM’.
24.03.1992 Repair ‘DOOR OPENING MECHANISM’.
24.03.1992 Repair ‘HANDRAILS END’.

VOFX 131

Details: wagon ‘VOFX 131 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

02.09.1990 Repair ‘HANDRAILS END’.

VOFX 133

Details: wagon ‘VOFX 133 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

12.09.1991 Repair ‘STEP’.

VOFX 135

28.10.1994 Reclassified from wagon ‘VOFX 135 M’ to ’ wagon ‘ROBX 135 T’.

VOFX 141

Details: wagon ‘VOFX 141 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

29.11.1991 Repair ‘HANDRAILS END’.
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘COUPLER KNUCKLE’.
17.01.1992 Repair ‘EMPTY LOAD VALVE’.
17.01.1992 Repair ‘GRADE CONTROL VALVE’.
17.01.1992 Repair ‘SIDE STEP’.
15.02.1995 Repair ‘VEHICLE COMPLETE’.
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VOFX 143

Details: wagon ‘VOFX 143 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

10.01.1995 Repair ‘VEHICLE COMPLETE’.

VOFX 144

Details: wagon ‘VOFX 144 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 145

Details: wagon ‘VOFX 145 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 145
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

10.07.1991 Repair ‘STEP’.

VOFX 146

06.12.1994 Reclassified from wagon ‘VOFX 146 G’ to ’ wagon ‘ROBX 146 N’.

VOFX 147

Details: wagon ‘VOFX 147 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 147
BSG Code: VXOZ

Capacity of 51 tonnes

20.09.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 150

13.10.1994 Reclassified from wagon ‘VOFX 150 G’ to ’ wagon ‘ROBX 150 N’.

VOFX 152

29.04.1994 Reclassified from wagon ‘VOFX 152 B’ to ’ wagon ‘ROBX 152 X’.

VOFX 154

29.04.1994 Reclassified from wagon ‘VOFX 154 T’ to ’ wagon ‘ROBX 154 D’.
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VOFX 155

20.10.1994 Reclassified from wagon ‘VOFX 155 F’ to ’ wagon ‘ROBX 155 M’.

VOFX 156

25.01.1995 Reclassified from wagon ‘VOFX 156 Y’ to ’ wagon ‘RKUX 156 B’.

VOFX 159

29.09.1994 Reclassified from wagon ‘VOFX 159 S’ to ’ wagon ‘ROBX 159 C’.

VOFX 161

Details: wagon ‘VOFX 161 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 163

26.08.1994 Reclassified from wagon ‘VOFX 163 S’ to ’ wagon ‘ROBX 163 C’.

VOFX 168

03.02.1995 Reclassified from wagon ‘VOFX 168 R’ to ’ wagon ‘ROBX 168 B’.

VOFX 169

23.09.1994 Reclassified from wagon ‘VOFX 169 D’ to ’ wagon ‘ROBX 169 K’.

VOFX 177

Details: wagon ‘VOFX 177 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m

21485



2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 178

Details: wagon ‘VOFX 178 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 187

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

VOFX 190

29.04.1994 Reclassified from wagon ‘VOFX 190 P’ to ’ wagon ‘ROBX 190 W’.

VOFX 193

28.02.1995 Reclassified from wagon ‘VOFX 193 T’ to ’ wagon ‘ROBX 193 D’.

VOFX 194

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

29.10.1994 Reclassified from wagon ‘VOFX 194 F’ to ’ wagon ‘ROBX 194 M’.

VOFX 198

03.11.1994 Reclassified from wagon ‘VOFX 198 S’ to ’ wagon ‘ROBX 198 C’.
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VOFX 199

19.04.1994 Reclassified from wagon ‘VOFX 199 E’ to ’ wagon ‘ROBX 199 L’.

VOFX 200

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

23.08.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 203

09.01.1995 Reclassified from wagon ‘VOFX 203 A’ to ’ wagon ‘ROBX 203 H’.

VOFX 206

09.01.1995 Reclassified from wagon ‘VOFX 206 E’ to ’ wagon ‘ROBX 206 L’.

VOFX 210

27.02.1995 Reclassified from wagon ‘VOFX 210 E’ to ’ wagon ‘ROBX 210 L’.

VOFX 212

Details: wagon ‘VOFX 212 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘COUPLER TRIGGER LEVER’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘SIDE BEARER’.

VOFX 214

03.08.1994 Reclassified from wagon ‘VOFX 214 R’ to ’ wagon ‘ROBX 214 B’.
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VOFX 217

Details: wagon ‘VOFX 217 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 217 M
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 221

15.09.1995 Reclassified from wagon ‘VOFX 221 V’ to ’ wagon ‘ROBX 221 F’.

VOFX 227

03.08.1994 Reclassified from wagon ‘VOFX 227 G’ to ’ wagon ‘ROBX 227 N’.

VOFX 228

07.11.1994 Reclassified from wagon ‘VOFX 228 P’ to ’ wagon ‘ROBX 228 W’.

VOFX 230

06.10.1994 Reclassified from wagon ‘VOFX 230 U’ to ’ wagon ‘ROBX 230 E’.

VOFX 231

Details: wagon ‘VOFX 231 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

15.11.1992 Repair ‘HANDRAILS END’.

VOFX 232

Details: wagon ‘VOFX 232 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

22.05.1993 Repair ‘HANDRAILS END’.
16.10.1993 Repair ‘HANDRAILS’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.

VOFX 234

Details: wagon ‘VOFX 234 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 235

14.11.1994 Reclassified from wagon ‘VOFX 235 T’ to ’ wagon ‘ROBX 235 D’.

VOFX 236

22.08.1994 Reclassified from wagon ‘VOFX 236 F’ to ’ wagon ‘ROBX 236 M’.
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VOFX 237

24.11.1994 Reclassified from wagon ‘VOFX 237 Y’ to ’ wagon ‘ROBX 237 V’.

VOFX 238

24.01.1995 Reclassified from wagon ‘VOFX 238 A’ to ’ wagon ‘ROBX 238 H’.

VOFX 240

04.08.1994 Reclassified from wagon ‘VOFX 240 F’ to ’ wagon ‘ROBX 240 M’.

VOFX 242

07.10.1994 Reclassified from wagon ‘VOFX 242 A’ to ’ wagon ‘ROBX 242 H’.

VOFX 243

Details: wagon ‘VOFX 243 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 243
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 244

Details: wagon ‘VOFX 244 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 246

03.02.1995 Reclassified from wagon ‘VOFX 246 N’ to ’ wagon ‘ROBX 246 U’.

VOFX 247

29.09.1994 Reclassified from wagon ‘VOFX 247 W’ to ’ wagon ‘ROBX 247 G’.

VOFX 249

Details: wagon ‘VOFX 249 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 251

Details: wagon ‘VOFX 251 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

07.07.1992 Repair ‘SIDE STEP’.
07.07.1992 Repair ‘STEP’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
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VOFX 253

Details: wagon ‘VOFX 253 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 254

20.12.1994 Reclassified from wagon ‘VOFX 254 D’ to ’ wagon ‘ROBX 254 K’.

VOFX 259

Details: wagon ‘VOFX 259 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 259
BSG Code: VXOZ

Capacity of 51 tonnes

21.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 260

19.09.1994 Reclassified from wagon ‘VOFX 260 V’ to ’ wagon ‘ROBX 260 F’.
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VOFX 262

17.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
16.11.1995 Reclassified from wagon ‘VOFX 262 Q’ to ’ wagon ‘ROBX 262 A’.

VOFX 263

Details: wagon ‘VOFX 263 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

11.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.

VOFX 264

12.10.1994 Reclassified from wagon ‘VOFX 264 L’ to ’ wagon ‘ROBX 264 S’.

VOFX 265

Details: wagon ‘VOFX 265 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

07.12.1991 Repair ‘HANDRAILS’.
29.11.1992 Repair ‘HANDRAILS’.

VOFX 267

24.10.1994 Reclassified from wagon ‘VOFX 267 P’ to ’ wagon ‘ROBX 267 W’.
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VOFX 269

28.10.1994 Reclassified from wagon ‘VOFX 269 K’ to ’ wagon ‘ROBX 269 R’.

VOFX 274

Details: wagon ‘VOFX 274 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

07.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.07.1993 Repair ‘HANDRAILS’.
14.07.1993 Repair ‘DOOR LOCK MECHANISM’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 275

Details: wagon ‘VOFX 275 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 279

14.11.1994 Reclassified from wagon ‘VOFX 279 S’ to ’ wagon ‘ROBX 279 C’.
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VOFX 282

12.09.1994 Reclassified from wagon ‘VOFX 282 J’ to ’ wagon ‘ROBX 282 Q’.

VOFX 289

Details: wagon ‘VOFX 289 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

16.02.1993 Repair ‘STEP’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.

VOFX 290

24.05.1993 Repair ‘HANDRAILS’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.

VOFX 291

Details: wagon ‘VOFX 291 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 291 W
BSG Code: VXOZ

Capacity of 51 tonnes
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VOFX 292

Details: wagon ‘VOFX 292 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 293

Details: wagon ‘VOFX 293 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 295

Details: wagon ‘VOFX 295 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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21.12.1992 Repair ‘COUPLER KNUCKLE’.
21.12.1992 Repair ‘VEHICLE COMPLETE’.
21.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

VOFX 298

14.10.1994 Reclassified from wagon ‘VOFX 298 C’ to ’ wagon ‘ROBX 298 J’.

VOFX 300

Details: wagon ‘VOFX 300 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 301

02.11.1994 Reclassified from wagon ‘VOFX 301 M’ to ’ wagon ‘ROBX 301 T’.

VOFX 302

Details: wagon ‘VOFX 302 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 305

14.05.1994 Reclassified from wagon ‘VOFX 305 C’ to ’ wagon ‘ROBX 305 J’.
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VOFX 306

Details: wagon ‘VOFX 306 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.07.1990 Repair ‘BRAKE BLOCK RB95’.

VOFX 310

Details: wagon ‘VOFX 310 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 312

Details: wagon ‘VOFX 312 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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VOFX 313

13.01.1989 Reclassified from wagon ‘VOFX 313 P’ to ’ wagon ‘VOCX 313 G’.

VOFX 318

07.10.1994 Reclassified from wagon ‘VOFX 318 Y’ to ’ wagon ‘ROBX 318 V’.

VOFX 320

12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
28.03.1995 Reclassified from wagon ‘VOFX 320 T’ to ’ wagon ‘ROBX 320 D’.

VOFX 321

Details: wagon ‘VOFX 321 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 324

27.04.1994 Reclassified from wagon ‘VOFX 324 J’ to ’ wagon ‘ROBX 324 Q’.

VOFX 325

Details: wagon ‘VOFX 325 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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VOFX 326

12.09.1994 Reclassified from wagon ‘VOFX 326 E’ to ’ wagon ‘ROBX 326 L’.

VOFX 329

03.08.1994 Reclassified from wagon ‘VOFX 329 X’ to ’ wagon ‘ROBX 329 P’.

VOFX 331

Details: wagon ‘VOFX 331 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 332

Details: wagon ‘VOFX 332 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

18.10.1989 Repair ‘END BRAKE COCK’.
18.10.1989 Repair ‘TRAIN PIPE’.

VOFX 340

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

16.09.1994 Reclassified from wagon ‘VOFX 340 M’ to ’ wagon ‘ROBX 340 T’.
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VOFX 341

Details: wagon ‘VOFX 341 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

17.08.1992 Repair ‘VEHICLE COMPLETE’.

VOFX 344

Details: wagon ‘VOFX 344 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

14.06.1990 Repair ‘BODY COMPLETE’.

VOFX 345

Details: wagon ‘VOFX 345 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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VOFX 353

Details: wagon ‘VOFX 353 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘DOOR LOCK MECHANISM’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
19.06.1992 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘VEHICLE COMPLETE’.
28.06.1992 Repair ‘HANDRAILS’.
15.10.1992 Repair ‘COUPLER KNUCKLE’.

VOFX 355

Details: wagon ‘VOFX 355 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

18.02.1992 Repair ‘STEP’.
10.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1992 Repair ‘COUPLER KNUCKLE’.
10.04.1992 Repair ‘EMPTY LOAD VALVE’.
10.04.1992 Repair ‘GRADE CONTROL VALVE’.
10.04.1992 Repair ‘WHEEL SET’.
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VOFX 357

25.08.1994 Reclassified from wagon ‘VOFX 357 Y’ to ’ wagon ‘ROBX 357 V’.

VOFX 358

Details: wagon ‘VOFX 358 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

19.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1993 Repair ‘COUPLER KNUCKLE’.
19.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1993 Repair ‘STEP’.
19.02.1993 Repair ‘WHEEL SET’.
31.03.1993 Repair ‘HANDRAILS’.

VOFX 359

02.07.1994 Reclassified from wagon ‘VOFX 359 J’ to ’ wagon ‘ROBX 359 Q’.

VOFX 360

Details: wagon ‘VOFX 360 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 360 T
BSG Code: VXOZ
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Capacity of 51 tonnes

18.12.1993 Repair ‘HANDRAILS END’.

VOFX 362

Details: wagon ‘VOFX 362 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

31.10.1989 Repair ‘HANDRAILS END’.
31.10.1989 Repair ‘SIDE STEP’.

VOFX 367

Details: wagon ‘VOFX 367 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

24.05.1991 Repair ‘STEP’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BOGIE SPRING’.
11.02.1993 Repair ‘BRAKE PULL ROD’.
11.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
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02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘SIDE BEARER’.
02.03.1993 Repair ‘WHEEL SET’.
19.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1993 Repair ‘COUPLER KNUCKLE’.
19.03.1993 Repair ‘WHEEL SET’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 372

Details: wagon ‘VOFX 372 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 377

Details: wagon ‘VOFX 377 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘END BRAKE COCK’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
15.07.1993 Repair ‘TRAIN PIPE (END)’.
22.09.1993 Repair ‘BRAKE BLOCK RB95’.
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1993 Repair ‘BRANCH PIPE’.
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VOFX 378

08.07.1994 Reclassified from wagon ‘VOFX 378 Q’ to ’ wagon ‘ROBX 378 A’.

VOFX 380

Details: wagon ‘VOFX 380 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

01.08.1990 Repair ‘HANDRAILS END’.

VOFX 381

Details: wagon ‘VOFX 381 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 381
BSG Code: VXOZ

22.06.1990 Repair ‘HANDRAILS END’.
03.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.07.1991 Repair ‘SIDE STEP’.
03.07.1991 Repair ‘STEP’.
12.11.1991 Repair ‘STEP’.
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VOFX 384

Details: wagon ‘VOFX 384 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

26.06.1991 Repair ‘HANDRAILS’.
26.06.1991 Repair ‘HANDRAILS END’.
20.08.1993 Repair ‘DOOR LOCK MECHANISM’.

VOFX 395

Details: wagon ‘VOFX 395 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

01.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1990 Repair ‘TRAIN PIPE’.
16.02.1995 Repair ‘VEHICLE COMPLETE’.

VOFX 401

Details: wagon ‘VOFX 401 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 405

02.11.1994 Reclassified from wagon ‘VOFX 405 J’ to ’ wagon ‘ROBX 405 Q’.

VOFX 411

Details: wagon ‘VOFX 411 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

07.10.1990 Repair ‘SIDE STEP’.

VOFX 413

Details: wagon ‘VOFX 413 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘COUPLER KNUCKLE’.
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11.08.1992 Repair ‘EMPTY LOAD VALVE’.
11.08.1992 Repair ‘GRADE CONTROL VALVE’.
11.08.1992 Repair ‘STRIKING CASTING’.

VOFX 416

Details: wagon ‘VOFX 416 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 418

Details: wagon ‘VOFX 418 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 423

Details: wagon ‘VOFX 423 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
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2. TIMS GROUP INFORMATION - WAGONS

Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 423
BSG Code: VXOZ

03.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
03.01.1992 Repair ‘VEHICLE COMPLETE’.
02.07.1992 Repair ‘END BRAKE COCK’.

VOFX 424

02.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
13.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1991 Repair ‘BOGIE COMPLETE’.
13.05.1991 Repair ‘BRAKE PULL ROD’.
13.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’

(NRC034)’. New class: ‘ROBX’.
10.06.1994 Reclassified from wagon ‘VOFX 424 Q’ to ’ wagon ‘ROBX 424 A’.

VOFX 426

Details: wagon ‘VOFX 426 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1992 Repair ‘BOGIE COMPLETE’.

VOFX 428

05.10.1995 Reclassified from wagon ‘VOFX 428 G’ to ’ wagon ‘ROBX 428 N’.

VOFX 431

Details: wagon ‘VOFX 431 U’ in AN ‘Mainland Division’.

Operator: C
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2.845. Wagon classification starting with ‘VOF’

Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

22.05.1993 Repair ‘HANDRAILS’.
03.09.1993 Repair ‘STEP’.

VOFX 432

Details: wagon ‘VOFX 432 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

05.05.1992 Repair ‘HANDRAILS’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘DOOR LOCK MECHANISM’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
11.05.1992 Repair ‘WHEEL SET’.
29.06.1992 Repair ‘VEHICLE COMPLETE’.
01.02.1993 Repair ‘HANDRAILS’.

VOFX 440

11.07.1994 Reclassified from wagon ‘VOFX 440 T’ to ’ wagon ‘ROBX 440 D’.

VOFX 443

06.10.1994 Reclassified from wagon ‘VOFX 443 A’ to ’ wagon ‘ROBX 443 H’.
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2. TIMS GROUP INFORMATION - WAGONS

VOFX 448

27.04.1994 Reclassified from wagon ‘VOFX 448 W’ to ’ wagon ‘ROBX 448 G’.

VOFX 454

03.08.1994 Reclassified from wagon ‘VOFX 454 R’ to ’ wagon ‘ROBX 454 B’.

VOFX 1002

Details: wagon ‘VOFX 1002 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 1003

09.11.1994 Reclassified from wagon ‘VOFX 1003 P’ to ’ wagon ‘ROBX 1003 W’.

VOFX 1004

29.11.1991 Reclassified from wagon ‘VOFX 1004 B’ to ’ wagon ‘VKOX 16 R’.

VOFX 1007

Details: wagon ‘VOFX 1007 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
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2.845. Wagon classification starting with ‘VOF’

Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1007
BSG Code: VXOZ

04.04.1991 Repair ‘STEP’.
01.05.1991 Repair ‘HANDRAILS’.

VOFX 1008

Details: wagon ‘VOFX 1008 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

07.12.1992 Repair ‘STEP’.

VOFX 1009

06.12.1994 Reclassified from wagon ‘VOFX 1009 A’ to ’ wagon ‘ROBX 1009 H’.

VOFX 1013

Details: wagon ‘VOFX 1013 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1013
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ
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Capacity of 51 tonnes

20.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.01.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.

VOFX 1018

Details: wagon ‘VOFX 1018 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

13.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1020

Details: wagon ‘VOFX 1020 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘DISCHARGE DOOR’.
16.10.1990 Repair ‘DOOR OPENING MECHANISM’.
16.10.1990 Repair ‘VEHICLE STENCILS’.

VOFX 1021

11.07.1994 Reclassified from wagon ‘VOFX 1021 N’ to ’ wagon ‘ROBX 1021 U’.
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2.845. Wagon classification starting with ‘VOF’

VOFX 1023

Details: wagon ‘VOFX 1023 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1023
BSG Code: VXOZ

15.10.1990 Repair ‘HANDRAILS END’.

VOFX 1024

Details: wagon ‘VOFX 1024 R’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

30.03.1994 Alteration ‘RECLASSIFY ‘VOBX’,‘VOCX’ AND ‘VOFX’ WAGONS TO ‘ROBX’
(NRC034)’. New class: ‘ROBX’.

VOFX 1026

Details: wagon ‘VOFX 1026 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.12.1991 Repair ‘WHEEL SET’.
28.01.1994 Repair ‘SIDE STEP’.

VOFX 1029

Details: wagon ‘VOFX 1029 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.05.1993 Repair ‘COUPLER KNUCKLE’.
20.05.1993 Repair ‘WHEEL SET’.

VOFX 1030

Details: wagon ‘VOFX 1030 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1031

15.03.1995 Reclassified from wagon ‘VOFX 1031 V’ to ’ wagon ‘ROBX 1031 F’.

VOFX 1032

Details: wagon ‘VOFX 1032 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

18.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1992 Repair ‘END BRAKE COCK’.
18.02.1992 Repair ‘TRAIN PIPE (END)’.

VOFX 1035

Details: wagon ‘VOFX 1035 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1036

Details: wagon ‘VOFX 1036 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1037

24.10.1994 Reclassified from wagon ‘VOFX 1037 G’ to ’ wagon ‘ROBX 1037 N’.

VOFX 1038

Details: wagon ‘VOFX 1038 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1039

28.04.1994 Reclassified from wagon ‘VOFX 1039 B’ to ’ wagon ‘ROBX 1039 X’.

VOFX 1040

Details: wagon ‘VOFX 1040 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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Capacity of 51 tonnes

VOFX 1041

29.11.1991 Reclassified from wagon ‘VOFX 1041 G’ to ’ wagon ‘VKOX 17 D’.

VOFX 1042

Details: wagon ‘VOFX 1042 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 1043

25.08.1994 Reclassified from wagon ‘VOFX 1043 B’ to ’ wagon ‘ROBX 1043 X’.

VOFX 1044

28.10.1994 Reclassified from wagon ‘VOFX 1044 K’ to ’ wagon ‘ROBX 1044 R’.

VOFX 1048

Details: wagon ‘VOFX 1048 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1048 Y
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BSG Code: VXOZ

Capacity of 51 tonnes

16.04.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1049

19.09.1994 Reclassified from wagon ‘VOFX 1049 J’ to ’ wagon ‘ROBX 1049 Q’.

VOFX 1050

Details: wagon ‘VOFX 1050 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

17.08.1991 Repair ‘AXLEBOX’.
22.08.1992 Repair ‘SIDE STEP’.
27.02.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1052

Details: wagon ‘VOFX 1052 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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VOFX 1053

Details: wagon ‘VOFX 1053 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

24.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1993 Repair ‘VEHICLE COMPLETE’.
10.07.1993 Repair ‘SIDE STEP’.
05.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.02.1994 Repair ‘BRANCH PIPE’.

VOFX 1054

Details: wagon ‘VOFX 1054 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

29.04.1992 Repair ‘HANDRAILS END’.
29.04.1992 Repair ‘SIDE STEP’.

VOFX 1055

Details: wagon ‘VOFX 1055 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1059

Details: wagon ‘VOFX 1059 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 1060

Details: wagon ‘VOFX 1060 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1061

Details: wagon ‘VOFX 1061 W’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VOFX 1062

Details: wagon ‘VOFX 1062 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

08.02.1993 Repair ‘SIDE STEP’.
16.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1993 Repair ‘HANDRAILS END’.
06.10.1993 Repair ‘STEP’.

VOFX 1063

26.08.1994 Reclassified from wagon ‘VOFX 1063 R’ to ’ wagon ‘ROBX 1063 B’.

VOFX 1066

Details: wagon ‘VOFX 1066 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1067

Details: wagon ‘VOFX 1067 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1067 V
BSG Code: VXOZ

Capacity of 51 tonnes

08.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VOFX 1068

Details: wagon ‘VOFX 1068 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

24.10.1991 Repair ‘STEP’.
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VOFX 1070

Details: wagon ‘VOFX 1070 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 02.02.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 1072

28.12.1994 Reclassified from wagon ‘VOFX 1072 Q’ to ’ wagon ‘ROBX 1072 A’.

VOFX 1079

06.10.1994 Reclassified from wagon ‘VOFX 1079 K’ to ’ wagon ‘ROBX 1079 R’.

VOFX 1081

Details: wagon ‘VOFX 1081 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

02.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1991 Repair ‘TOP CENTRE PLATE’.

VOFX 1083

Details: wagon ‘VOFX 1083 K’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

01.10.1993 Repair ‘YOKE CARRIER’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘WHEEL SET’.

VOFX 1085

Details: wagon ‘VOFX 1085 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

16.02.1993 Repair ‘STEP’.
16.02.1993 Repair ‘VEHICLE COMPLETE’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BODY COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘EMPTY LOAD VALVE’.
02.03.1993 Repair ‘GRADE CONTROL VALVE’.
02.03.1993 Repair ‘TRAIN PIPE’.

VOFX 1086

Details: wagon ‘VOFX 1086 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1087

Details: wagon ‘VOFX 1087 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1088

Details: wagon ‘VOFX 1088 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

13.04.1990 Repair ‘HANDRAILS END’.
13.04.1990 Repair ‘STEP’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘COUPLER KNUCKLE’.
28.05.1991 Repair ‘DOOR LOCK MECHANISM’.
28.05.1991 Repair ‘SIDE STEP’.
05.06.1991 Repair ‘STEP’.
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09.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1993 Repair ‘COUPLER KNUCKLE’.
11.06.1993 Repair ‘EMPTY LOAD VALVE’.
11.06.1993 Repair ‘END BRAKE COCK’.
11.06.1993 Repair ‘END HOSE’.
11.06.1993 Repair ‘GRADE CONTROL VALVE’.
11.06.1993 Repair ‘TRAIN PIPE (END)’.
18.09.1993 Repair ‘BRAKE BLOCK RB95’.
05.11.1993 Repair ‘SIDE BEARER’.
05.11.1993 Repair ‘SIDE BEARER’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1993 Repair ‘SIDE BEARER’.
19.11.1993 Repair ‘WHEEL SET’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘GRADE CONTROL VALVE’.
04.01.1994 Repair ‘WHEEL SET’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1089

Details: wagon ‘VOFX 1089 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1089 J
BSG Code: VXOZ

Capacity of 51 tonnes

05.06.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1091

Details: wagon ‘VOFX 1091 A’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

02.04.1991 Repair ‘BRAKE BLOCK RB95’.

VOFX 1092

Details: wagon ‘VOFX 1092 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

07.12.1991 Repair ‘HANDRAILS END’.
08.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘SIDE BEARER’.
13.05.1992 Repair ‘SIDE BEARER’.
06.08.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1094

Details: wagon ‘VOFX 1094 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXOZ

20.01.1992 Repair ‘STEP’.

VOFX 1095

Details: wagon ‘VOFX 1095 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1095
BSG Code: VXOZ

01.08.1992 Repair ‘SIDE STEP’.
08.08.1992 Repair ‘STEP’.
08.10.1993 Repair ‘STEP’.

VOFX 1097

Details: wagon ‘VOFX 1097 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER KNUCKLE’.
11.05.1992 Repair ‘EMPTY LOAD VALVE’.
11.05.1992 Repair ‘END BRAKE COCK’.
11.05.1992 Repair ‘END HOSE’.
11.05.1992 Repair ‘GRADE CONTROL VALVE’.
13.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.05.1992 Repair ‘SIDE BEARER’.
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VOFX 1098

Details: wagon ‘VOFX 1098 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1100

Details: wagon ‘VOFX 1100 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1102

Details: wagon ‘VOFX 1102 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1102 E
BSG Code: VXOZ
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Capacity of 51 tonnes

VOFX 1104

Details: wagon ‘VOFX 1104 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1106

Details: wagon ‘VOFX 1106 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1107

Details: wagon ‘VOFX 1107 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

29.06.1993 Repair ‘HANDRAILS’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘WHEEL SET’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1108

Details: wagon ‘VOFX 1108 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCY 1108
BSG Code: VBOZ

Capacity of 51 tonnes

29.09.1990 Repair ‘HANDRAILS END’.

VOFX 1111

Details: wagon ‘VOFX 1111 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCY 1111 H
BSG Code: VXOZ
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Capacity of 51 tonnes

VOFX 1114

Details: wagon ‘VOFX 1114 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1115

Details: wagon ‘VOFX 1115 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1117

Details: wagon ‘VOFX 1117 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ
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20.01.1994 Repair ‘SIDE STEP’.

VOFX 1118

Details: wagon ‘VOFX 1118 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1119

Details: wagon ‘VOFX 1119 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

30.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1991 Repair ‘SIDE STEP’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.
17.11.1995 Repair ‘VEHICLE COMPLETE’.

VOFX 1120

Details: wagon ‘VOFX 1120 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

15.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.03.1991 Repair ‘STEP’.
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘BRAKE CONTROL PIPE’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.

VOFX 1121

Details: wagon ‘VOFX 1121 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1124

Details: wagon ‘VOFX 1124 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes
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VOFX 1126

Details: wagon ‘VOFX 1126 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1126 K
BSG Code: VXOZ

Capacity of 51 tonnes

19.08.1991 Repair ‘HANDRAILS END’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Repair ‘VEHICLE COMPLETE’.

VOFX 1129

Details: wagon ‘VOFX 1129 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

22.09.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1132

Details: wagon ‘VOFX 1132 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1133

Details: wagon ‘VOFX 1133 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1134

Details: wagon ‘VOFX 1134 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1134 A
BSG Code: VXOZ

Capacity of 51 tonnes

08.10.1992 Repair ‘DOOR COMPLETE’.
08.10.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1993 Repair ‘BOGIE COMPLETE’.
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19.11.1993 Repair ‘BRAKE LEVER’.
19.11.1993 Repair ‘BRAKE PULL ROD’.
19.11.1993 Repair ‘TRAIN PIPE’.
19.11.1993 Repair ‘VEHICLE COMPLETE’.
16.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1993 Repair ‘BOGIE BEARERS’.
16.12.1993 Repair ‘COUPLER KNUCKLE’.

VOFX 1135

Details: wagon ‘VOFX 1135 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

17.08.1992 Repair ‘VEHICLE COMPLETE’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1136

Details: wagon ‘VOFX 1136 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1136
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

16.12.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
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VOFX 1137

Details: wagon ‘VOFX 1137 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1137
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 1139

Details: wagon ‘VOFX 1139 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

13.10.1990 Repair ‘HANDRAILS’.

VOFX 1141

Details: wagon ‘VOFX 1141 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

15.04.1993 Repair ‘SIDE STEP’.

VOFX 1142

Details: wagon ‘VOFX 1142 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

19.08.1990 Repair ‘HANDRAILS’.
19.08.1990 Repair ‘HANDRAILS END’.
08.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1990 Repair ‘COUPLER KNUCKLE’.
08.11.1990 Repair ‘DOOR COMPLETE’.
08.11.1990 Repair ‘EMPTY LOAD VALVE’.
08.11.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1993 Repair ‘HANDRAILS END’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘WHEEL SET’.
17.11.1993 Repair ‘WHEEL SET’.

VOFX 1143

Details: wagon ‘VOFX 1143 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.

VOFX 1144

Details: wagon ‘VOFX 1144 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCY 1144 M
BSG Code: VXOZ

Capacity of 51 tonnes

02.08.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1145

Details: wagon ‘VOFX 1145 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

01.07.1992 Repair ‘SIDE STEP’.

VOFX 1146

Details: wagon ‘VOFX 1146 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1147

Details: wagon ‘VOFX 1147 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

Capacity of 51 tonnes

VOFX 1148

Details: wagon ‘VOFX 1148 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1148
BSG Code: VXOZ

Capacity of 51 tonnes

06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1991 Repair ‘BOGIE COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
06.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VOFX 1150

Details: wagon ‘VOFX 1150 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Repair ‘WHEEL SET’.

VOFX 1151

Details: wagon ‘VOFX 1151 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1152

Details: wagon ‘VOFX 1152 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1154

Details: wagon ‘VOFX 1154 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1155

Details: wagon ‘VOFX 1155 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

23.09.1990 Repair ‘HANDRAILS END’.

VOFX 1156

Details: wagon ‘VOFX 1156 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1156 L
BSG Code: VXOZ

Capacity of 51 tonnes

26.11.1990 Repair ‘HANDRAILS’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
07.05.1992 Repair ‘DOOR COMPLETE’.
19.05.1992 Repair ‘STEP’.

VOFX 1157

Details: wagon ‘VOFX 1157 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXOZ

06.06.1994 Repair ‘VEHICLE COMPLETE’.

VOFX 1158

Details: wagon ‘VOFX 1158 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1160

Details: wagon ‘VOFX 1160 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

24.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.12.1991 Repair ‘HANDRAILS’.

VOFX 1161

Details: wagon ‘VOFX 1161 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOCX 1161
Wagon Width: 2740mm
Wagon Height: 1378mm
BSG Code: VXOZ

Capacity of 51 tonnes

10.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1991 Repair ‘COUPLER KNUCKLE’.
10.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
10.12.1991 Repair ‘EMPTY LOAD VALVE’.
10.12.1991 Repair ‘GRADE CONTROL VALVE’.
10.12.1991 Repair ‘WHEEL SET’.
24.08.1992 Repair ‘HANDRAILS’.
06.05.1993 Repair ‘VEHICLE STENCILS’.

VOFX 1162

Details: wagon ‘VOFX 1162 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1163

Details: wagon ‘VOFX 1163 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1164

Details: wagon ‘VOFX 1164 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

26.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1992 Repair ‘COUPLER KNUCKLE’.
26.05.1992 Repair ‘EMPTY LOAD VALVE’.
26.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘BRANCH PIPE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.

VOFX 1165

Details: wagon ‘VOFX 1165 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

VOFX 1166

Details: wagon ‘VOFX 1166 F’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

31.10.1993 Repair ‘TRAIN PIPE (END)’.

VOFX 1167

Details: wagon ‘VOFX 1167 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

20.08.1992 Repair ‘STEP’.
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘STEP’.

VOFX 1169

Details: wagon ‘VOFX 1169 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXOZ

26.05.1992 Repair ‘SIDE STEP’.
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2.846. Wagon classification starting with ‘VOJ’

10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BOGIE COMPLETE’.
10.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.

2.846 Wagon classification starting with ‘VOJ’

VOJF 2

Details: wagon ‘VOJF 2 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBOZ

Capacity of 53 tonnes

VOJF 4

Details: wagon ‘VOJF 4 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBOZ

Capacity of 51 tonnes

VOJF 12

Details: wagon ‘VOJF 12 R’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBOZ

Capacity of 53 tonnes

VOJF 13

Details: wagon ‘VOJF 13 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBOZ

Capacity of 53 tonnes

VOJF 16

Details: wagon ‘VOJF 16 H’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
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2.847. Wagon classification starting with ‘VOS’

BSG Code: VBOZ

Capacity of 53 tonnes

19.08.1994 Repair ‘VEHICLE COMPLETE’.

VOJF 34

Details: wagon ‘VOJF 34 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 14m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOAA 165 V
BSG Code: VBOZ

Capacity of 45 tonnes

24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VOAA 165 V’

2.847 Wagon classification starting with ‘VOS’

VOSX 1

10.06.1987 Reclassified from wagon ‘VOSX 1 H’ to ’ wagon ‘VCCX 1 E’.

VOSX 2

18.08.1987 Reclassified from wagon ‘VOSX 2 Q’ to ’ wagon ‘VCCX 2 N’.

VOSX 3

24.11.1988 Reclassified from wagon ‘VOSX 3 C’ to ’ wagon ‘VCCX 3 W’.

VOSX 4

12.06.1987 Reclassified from wagon ‘VOSX 4 L’ to ’ wagon ‘VCCX 4 X’.
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VOSX 5

29.06.1987 Reclassified from wagon ‘VOSX 5 U’ to ’ wagon ‘VCCX 5 R’.

VOSX 6

24.11.1988 Reclassified from wagon ‘VOSX 6 G’ to ’ wagon ‘VCCX 6 D’.

VOSX 7

24.11.1988 Reclassified from wagon ‘VOSX 7 P’ to ’ wagon ‘VCCX 7 M’.

VOSX 8

24.11.1988 Reclassified from wagon ‘VOSX 8 B’ to ’ wagon ‘VCCX 8 V’.

VOSX 9

05.04.1988 Reclassified from wagon ‘VOSX 9 K’ to ’ wagon ‘VCCX 9 H’.

VOSX 10

05.04.1988 Reclassified from wagon ‘VOSX 10 G’ to ’ wagon ‘VCCX 10 D’.

VOSX 11

01.06.1987 Reclassified from wagon ‘VOSX 11 P’ to ’ wagon ‘VCCX 11 M’.

VOSX 12

24.11.1988 Reclassified from wagon ‘VOSX 12 B’ to ’ wagon ‘VCCX 12 V’.

VOSX 13

22.07.1987 Reclassified from wagon ‘VOSX 13 K’ to ’ wagon ‘VCCX 13 H’.

VOSX 14

02.09.1988 Reclassified from wagon ‘VOSX 14 T’ to ’ wagon ‘VCCX 14 Q’.

VOSX 15

21.05.1987 Reclassified from wagon ‘VOSX 15 F’ to ’ wagon ‘VCCX 15 C’.

VOSX 16

28.03.1988 Reclassified from wagon ‘VOSX 16 Y’ to ’ wagon ‘VCCX 16 L’.

VOSX 17

31.03.1988 Reclassified from wagon ‘VOSX 17 A’ to ’ wagon ‘VCCX 17 U’.
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2.847. Wagon classification starting with ‘VOS’

VOSX 18

10.06.1987 Reclassified from wagon ‘VOSX 18 J’ to ’ wagon ‘VCCX 18 G’.

VOSX 19

10.06.1987 Reclassified from wagon ‘VOSX 19 S’ to ’ wagon ‘VCCX 19 P’.

VOSX 20

10.06.1987 Reclassified from wagon ‘VOSX 20 Y’ to ’ wagon ‘VCCX 20 L’.

VOSX 22

11.12.1987 Reclassified from wagon ‘VOSX 22 J’ to ’ wagon ‘VCCX 22 G’.

VOSX 23

25.06.1987 Reclassified from wagon ‘VOSX 23 S’ to ’ wagon ‘VCCX 23 P’.

VOSX 24

21.05.1987 Reclassified from wagon ‘VOSX 24 E’ to ’ wagon ‘VCCX 24 B’.

VOSX 25

10.06.1987 Reclassified from wagon ‘VOSX 25 N’ to ’ wagon ‘VCCX 25 K’.

VOSX 26

10.06.1987 Reclassified from wagon ‘VOSX 26 W’ to ’ wagon ‘VCCX 26 T’.

VOSX 27

11.06.1987 Reclassified from wagon ‘VOSX 27 X’ to ’ wagon ‘VCCX 27 F’.

VOSX 28

10.06.1987 Reclassified from wagon ‘VOSX 28 R’ to ’ wagon ‘VCCX 28 Y’.

VOSX 29

07.03.1988 Reclassified from wagon ‘VOSX 29 D’ to ’ wagon ‘VCCX 29 A’.

VOSX 30

21.10.1987 Reclassified from wagon ‘VOSX 30 W’ to ’ wagon ‘VCCX 30 T’.
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2.848 Wagon classification starting with ‘VOV’

VOVX 1

27.11.1987 Reclassified from wagon ‘VOVX 1 Q’ to ’ wagon ‘VCVX 1 P’.

VOVX 2

17.06.1987 Reclassified from wagon ‘VOVX 2 C’ to ’ wagon ‘VCVX 2 B’.

VOVX 3

24.11.1988 Reclassified from wagon ‘VOVX 3 L’ to ’ wagon ‘VCVX 3 K’.

VOVX 4

29.06.1987 Reclassified from wagon ‘VOVX 4 U’ to ’ wagon ‘VCVX 4 T’.

VOVX 5

25.06.1987 Reclassified from wagon ‘VOVX 5 G’ to ’ wagon ‘VCVX 5 F’.

VOVX 6

30.07.1987 Reclassified from wagon ‘VOVX 6 P’ to ’ wagon ‘VCVX 6 Y’.

VOVX 7

17.06.1987 Reclassified from wagon ‘VOVX 7 B’ to ’ wagon ‘VCVX 7 A’.

VOVX 8

11.06.1987 Reclassified from wagon ‘VOVX 8 K’ to ’ wagon ‘VCVX 8 J’.

2.849 Wagon classification starting with ‘VP’

VP 1351

02.11.1989 Reclassified from wagon ‘VP 1351 P’ to ’ wagon ‘AZBF 1351 V’.

2.850 Wagon classification starting with ‘VPA’

VPAX 64

Details: wagon ‘VPAX 64 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
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2.850. Wagon classification starting with ‘VPA’

Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 64N
BSG Code: VXPZ

Capacity of 55 tonnes

24.12.1992 Repair ‘VEHICLE RECLASSIFY’.
24.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 64 N’

VPAX 65

Details: wagon ‘VPAX 65 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 65W
BSG Code: VXPC

Capacity of 55 tonnes

04.09.1992 Repair ‘VEHICLE RECLASSIFY’.
04.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 65 W’

VPAX 66

Details: wagon ‘VPAX 66 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 66X
BSG Code: VXPZ

Capacity of 55 tonnes

25.06.1992 Repair ‘VEHICLE RECLASSIFY’.
25.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 66 X’

VPAX 67

Details: wagon ‘VPAX 67 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 67R
BSG Code: VXPC

Capacity of 50 tonnes

15.07.1992 Repair ‘VEHICLE RECLASSIFY’.
15.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 67 R’

VPAX 68

Details: wagon ‘VPAX 68 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
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2.850. Wagon classification starting with ‘VPA’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT
Remarks: EX VPCX 68 D
BSG Code: VXPZ

Capacity of 50 tonnes

26.06.1993 Repair ‘VEHICLE RECLASSIFY’.
26.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 68 D’

VPAX 69

Details: wagon ‘VPAX 69 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 69 M
BSG Code: VXPZ

Capacity of 50 tonnes

15.12.1993 Repair ‘VEHICLE RECLASSIFY’.
15.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 69 M’
12.11.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 70

Details: wagon ‘VPAX 70 C’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 70X
BSG Code: VXPZ

Capacity of 50 tonnes

06.08.1992 Repair ‘VEHICLE RECLASSIFY’.
06.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 70 X’

VPAX 71

Details: wagon ‘VPAX 71 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VPCX71R ADVISED BY ROSCO
BSG Code: VXPZ

Capacity of 50 tonnes

18.07.1992 Repair ‘VEHICLE RECLASSIFY’.
18.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 71 R’

VPAX 72

Details: wagon ‘VPAX 72 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2.850. Wagon classification starting with ‘VPA’

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX72D
BSG Code: VXPZ

Capacity of 55 tonnes

31.08.1992 Repair ‘VEHICLE RECLASSIFY’.
31.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 72 D’
08.03.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 73

Details: wagon ‘VPAX 73 G’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 73M
BSG Code: VXPZ

Capacity of 50 tonnes

16.09.1992 Repair ‘VEHICLE RECLASSIFY’.
16.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 73 M’

VPAX 74

Details: wagon ‘VPAX 74 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 74 V
BSG Code: VXPC

Capacity of 48 tonnes

04.12.1992 Repair ‘VEHICLE RECLASSIFY’.
04.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 74 V’

VPAX 75

Details: wagon ‘VPAX 75 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX75H
BSG Code: VXPZ

Capacity of 55 tonnes

31.08.1992 Repair ‘VEHICLE RECLASSIFY’.
31.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 75 H’
16.08.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 76

Details: wagon ‘VPAX 76 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2.850. Wagon classification starting with ‘VPA’

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 76Q
BSG Code: VXPZ

Capacity of 55 tonnes

01.09.1992 Repair ‘VEHICLE RECLASSIFY’.
01.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 76 Q’

VPAX 77

Details: wagon ‘VPAX 77 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 77 C
BSG Code: VXPZ

Capacity of 50 tonnes

19.01.1994 Repair ‘VEHICLE RECLASSIFY’.
19.01.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 77 C’
02.04.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 78

Details: wagon ‘VPAX 78 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 78 L
BSG Code: VXPC

Capacity of 50 tonnes

30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
30.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 78 L’

VPAX 79

Details: wagon ‘VPAX 79 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 79U
BSG Code: VXPZ

Capacity of 55 tonnes

25.06.1992 Repair ‘VEHICLE RECLASSIFY’.
25.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 79 U’

VPAX 80

Details: wagon ‘VPAX 80 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.850. Wagon classification starting with ‘VPA’

Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 80 Q
BSG Code: VXPC

Capacity of 49 tonnes

03.04.1992 Repair ‘VEHICLE RECLASSIFY’.
03.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 80 Q’
10.03.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 81

Details: wagon ‘VPAX 81 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 81 C
BSG Code: VXPC

Capacity of 50 tonnes

17.04.1992 Repair ‘VEHICLE RECLASSIFY’.
17.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 81 C’
12.05.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 82

Details: wagon ‘VPAX 82 F’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 82L
BSG Code: VXPZ

Capacity of 50 tonnes

05.06.1992 Repair ‘VEHICLE RECLASSIFY’.
05.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 82 L’

VPAX 83

Details: wagon ‘VPAX 83 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 83 U
BSG Code: VXPC

Capacity of 50 tonnes

19.03.1992 Repair ‘VEHICLE RECLASSIFY’.
19.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 83 U’

VPAX 84

Details: wagon ‘VPAX 84 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 84 G
BSG Code: VXPC

Capacity of 49 tonnes

25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
25.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 84 G’
26.07.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 85

Details: wagon ‘VPAX 85 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 85 P
BSG Code: VXPC

Capacity of 49 tonnes

25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
25.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 85 P’

VPAX 86

Details: wagon ‘VPAX 86 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 49 tonnes

VPAX 87

Details: wagon ‘VPAX 87 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 87 K
BSG Code: VXPC

Capacity of 50 tonnes

12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 87 K’

VPAX 88

Details: wagon ‘VPAX 88 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 88 T
BSG Code: VXPC

Capacity of 50 tonnes
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2.850. Wagon classification starting with ‘VPA’

28.05.1992 Repair ‘VEHICLE RECLASSIFY’.
28.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 88 T’

VPAX 89

Details: wagon ‘VPAX 89 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 89 F
BSG Code: VXPC

Capacity of 50 tonnes

12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 89 F’

VPAX 90

Details: wagon ‘VPAX 90 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 90 B
BSG Code: VXPZ

Capacity of 50 tonnes

20.12.1993 Repair ‘VEHICLE RECLASSIFY’.
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20.12.1993 Issued at location ‘Australian National’ with a previous code of wagon
‘VPCX 90 B’

VPAX 91

Details: wagon ‘VPAX 91 E’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 91K
BSG Code: VXPC

Capacity of 50 tonnes

30.05.1992 Repair ‘VEHICLE RECLASSIFY’.
30.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 91 K’

VPAX 92

Details: wagon ‘VPAX 92 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 92 T
BSG Code: VXPC

Capacity of 50 tonnes

15.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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15.04.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘VPCX 92 T’

11.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VPAX 93

Details: wagon ‘VPAX 93 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 93 F
BSG Code: VXPC

Capacity of 49 tonnes

25.04.1992 Repair ‘VEHICLE RECLASSIFY’.
25.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 93 F’

VPAX 94

Details: wagon ‘VPAX 94 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 94 Y
BSG Code: VXPC

Capacity of 50 tonnes

30.04.1992 Repair ‘VEHICLE RECLASSIFY’.
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30.04.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘VPCX 94 Y’

VPAX 95

Details: wagon ‘VPAX 95 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 95 A
BSG Code: VXPC

Capacity of 49 tonnes

22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 95 A’
15.04.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 96

Details: wagon ‘VPAX 96 D’ in AN ‘Mainland Division’.

Owner: V‘LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 86 B
BSG Code: VXPZ

Capacity of 50 tonnes

27.03.1992 Repair ‘VEHICLE RECLASSIFY’.
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27.03.1992 Issued at location ‘Australian National’ with a previous code of wagon
‘VPCX 86 B’

VPAX 97

Details: wagon ‘VPAX 97 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1982
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 97 S
BSG Code: VXPC

Capacity of 50 tonnes

12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 97 S’

VPAX 98

Details: wagon ‘VPAX 98 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 98 E
BSG Code: VXPC

Capacity of 50 tonnes

21.03.1992 Repair ‘VEHICLE RECLASSIFY’.
21.03.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 98 E’
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VPAX 99

Details: wagon ‘VPAX 99 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX99N
BSG Code: VXPZ

Capacity of 55 tonnes

31.08.1992 Repair ‘VEHICLE RECLASSIFY’.
31.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 99 N’

VPAX 100

Details: wagon ‘VPAX 100 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 100F
BSG Code: VXPC

Capacity of 50 tonnes

28.04.1992 Repair ‘VEHICLE RECLASSIFY’.
28.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 100 F’
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VPAX 101

Details: wagon ‘VPAX 101 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

Capacity of 75 tonnes

21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 101 Y’

VPAX 102

Details: wagon ‘VPAX 102 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 102 A
BSG Code: VXPC

Capacity of 49 tonnes

03.04.1992 Repair ‘VEHICLE RECLASSIFY’.
03.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 102 A’

VPAX 103

Details: wagon ‘VPAX 103 D’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 103 J
BSG Code: VXPZ

Capacity of 50 tonnes

15.12.1993 Repair ‘VEHICLE RECLASSIFY’.
15.12.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 103 J’

VPAX 104

Details: wagon ‘VPAX 104 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 104 S
BSG Code: VXPC

Capacity of 50 tonnes

12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 104 S’
21.02.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 105

Details: wagon ‘VPAX 105 V’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 105 E
BSG Code: VXPC

Capacity of 50 tonnes

08.04.1992 Repair ‘VEHICLE RECLASSIFY’.
08.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 105 E’

VPAX 106

Details: wagon ‘VPAX 106 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 106 N
BSG Code: VXPC

Capacity of 49 tonnes

14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 106 N’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.

VPAX 107

Details: wagon ‘VPAX 107 Q’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VPCX 107W
BSG Code: VXPZ

Capacity of 58 tonnes

06.05.1992 Repair ‘VEHICLE RECLASSIFY’.
06.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 107 W’

VPAX 108

Details: wagon ‘VPAX 108 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VPCX 108 X
BSG Code: VXPZ

Capacity of 50 tonnes

17.06.1993 Repair ‘VEHICLE RECLASSIFY’.
17.06.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 108 X’

VPAX 147

Details: wagon ‘VPAX 147 C’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EXVPCX 147X
BSG Code: VXPZ

Capacity of 58 tonnes

06.05.1992 Repair ‘VEHICLE RECLASSIFY’.
06.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VPCX 147 X’

2.851 Wagon classification starting with ‘VPC’

VPCX 1

Details: wagon ‘VPCX 1 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

02.05.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
11.03.1991 Repair ‘LADDER’.

VPCX 2

Details: wagon ‘VPCX 2 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 3

Details: wagon ‘VPCX 3 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

19.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 4

Details: wagon ‘VPCX 4 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

29.06.1990 Repair ‘STEP’.
05.06.1992 Repair ‘SIDE STEP’.

VPCX 5

Details: wagon ‘VPCX 5 U’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

17.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VPCX 6

Details: wagon ‘VPCX 6 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

11.10.1991 Repair ‘STEP’.
11.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VPCX 7

Details: wagon ‘VPCX 7 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.05.1994 Repair ‘VEHICLE COMPLETE’.
28.05.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 8

Details: wagon ‘VPCX 8 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

25.02.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 9

Details: wagon ‘VPCX 9 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

18.03.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 10

Details: wagon ‘VPCX 10 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

18.03.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 11

Details: wagon ‘VPCX 11 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 12

Details: wagon ‘VPCX 12 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

22.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.

VPCX 13

Details: wagon ‘VPCX 13 K’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

12.05.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 14

Details: wagon ‘VPCX 14 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

25.04.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 15

Details: wagon ‘VPCX 15 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 50 tonnes
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VPCX 16

Details: wagon ‘VPCX 16 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 17

Details: wagon ‘VPCX 17 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 50 tonnes

VPCX 18

Details: wagon ‘VPCX 18 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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VPCX 19

Details: wagon ‘VPCX 19 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

12.09.1991 Repair ‘BOGIE SPRING’.
27.04.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 20

Details: wagon ‘VPCX 20 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 50 tonnes

02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
02.11.1989 Repair ‘BRAKE PULL ROD’.
02.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
02.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VPCX 21

Details: wagon ‘VPCX 21 A’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

29.01.1994 Repair ‘BRAKE BLOCK RB95’.

VPCX 22

Details: wagon ‘VPCX 22 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 23

Details: wagon ‘VPCX 23 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

02.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
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VPCX 24

Details: wagon ‘VPCX 24 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

25.02.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 25

Details: wagon ‘VPCX 25 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 50 tonnes

VPCX 26

Details: wagon ‘VPCX 26 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

26.07.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 27

Details: wagon ‘VPCX 27 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

28.07.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 28

Details: wagon ‘VPCX 28 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

23.06.1991 Repair ‘SIDE STEP’.

VPCX 29

Details: wagon ‘VPCX 29 D’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

15.11.1990 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

VPCX 30

Details: wagon ‘VPCX 30 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

15.11.1991 Repair ‘LADDER’.

VPCX 31

Details: wagon ‘VPCX 31 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 32

Details: wagon ‘VPCX 32 R’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 33

Details: wagon ‘VPCX 33 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 34

Details: wagon ‘VPCX 34 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

26.07.1991 Repair ‘SIDE STEP’.
26.07.1991 Repair ‘STEP’.

VPCX 35

Details: wagon ‘VPCX 35 V’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

27.01.1991 Repair ‘STEP’.
07.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1991 Repair ‘COUPLER KNUCKLE’.
07.08.1991 Repair ‘EMPTY LOAD VALVE’.
07.08.1991 Repair ‘GRADE CONTROL VALVE’.
07.08.1991 Repair ‘STEP’.
07.08.1991 Repair ‘STEP’.
07.08.1991 Repair ‘WHEEL SET’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 36

Details: wagon ‘VPCX 36 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 37

Details: wagon ‘VPCX 37 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 38

Details: wagon ‘VPCX 38 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 39

Details: wagon ‘VPCX 39 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

23.01.1992 Repair ‘STEP’.

VPCX 40

Details: wagon ‘VPCX 40 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

09.02.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 41

Details: wagon ‘VPCX 41 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

Capacity of 50 tonnes

VPCX 42

Details: wagon ‘VPCX 42 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

27.09.1990 Repair ‘SIDE STEP’.
14.02.1991 Repair ‘STEP’.

VPCX 43

Details: wagon ‘VPCX 43 L’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 44

Details: wagon ‘VPCX 44 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.10.1991 Repair ‘COUPLER COMPLETE’.
05.06.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 45

Details: wagon ‘VPCX 45 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

31.05.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
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VPCX 46

Details: wagon ‘VPCX 46 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 47

Details: wagon ‘VPCX 47 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

18.12.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.

VPCX 48

Details: wagon ‘VPCX 48 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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Capacity of 50 tonnes

29.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘TANK WAG. DISCHARGE PIPE’.
10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘CEMENT WAG. VALVES’.
10.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 49

Details: wagon ‘VPCX 49 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 50

Details: wagon ‘VPCX 50 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

27.11.1990 Repair ‘STEP’.
17.01.1992 Repair ‘STEP’.
06.02.1994 Repair ‘SIDE STEP’.

VPCX 51

Details: wagon ‘VPCX 51 B’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

21.06.1990 Repair ‘VEHICLE COMPLETE’.
23.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1990 Repair ‘EMPTY LOAD VALVE’.
23.06.1990 Repair ‘LADDER’.
23.06.1990 Repair ‘VEHICLE COMPLETE’.

VPCX 52

Details: wagon ‘VPCX 52 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

21.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.01.1994 Repair ‘BRAKE SPREADER & HANGERS’.
21.01.1994 Repair ‘LADDER’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 53

Details: wagon ‘VPCX 53 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

05.03.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VPCX 54

Details: wagon ‘VPCX 54 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

29.07.1990 Repair ‘STEP’.
19.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1991 Repair ‘SIDE STEP’.
18.12.1991 Repair ‘STEP’.

VPCX 55

Details: wagon ‘VPCX 55 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

26.01.1991 Repair ‘VEHICLE SIGNS AND BRACKETS’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.
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VPCX 56

Details: wagon ‘VPCX 56 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

01.11.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 57

Details: wagon ‘VPCX 57 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

19.03.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 58

Details: wagon ‘VPCX 58 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXPZ

11.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VPCX 59

Details: wagon ‘VPCX 59 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

09.03.1994 Repair ‘VEHICLE COMPLETE’.

VPCX 60

Details: wagon ‘VPCX 60 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 61

Details: wagon ‘VPCX 61 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 62

Details: wagon ‘VPCX 62 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 50 tonnes

VPCX 63

Details: wagon ‘VPCX 63 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VPCX 64

03.08.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
24.12.1992 Reclassified from wagon ‘VPCX 64 N’ to ’ wagon ‘VPAX 64 H’.

VPCX 65

04.09.1992 Reclassified from wagon ‘VPCX 65 W’ to ’ wagon ‘VPAX 65 Q’.
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VPCX 66

25.06.1992 Reclassified from wagon ‘VPCX 66 X’ to ’ wagon ‘VPAX 66 C’.

VPCX 67

15.07.1992 Reclassified from wagon ‘VPCX 67 R’ to ’ wagon ‘VPAX 67 L’.

VPCX 68

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘BRANCH PIPE’.
18.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
26.06.1993 Reclassified from wagon ‘VPCX 68 D’ to ’ wagon ‘VPAX 68 U’.

VPCX 69

15.12.1993 Reclassified from wagon ‘VPCX 69 M’ to ’ wagon ‘VPAX 69 G’.

VPCX 70

06.08.1992 Reclassified from wagon ‘VPCX 70 X’ to ’ wagon ‘VPAX 70 C’.

VPCX 71

18.07.1992 Reclassified from wagon ‘VPCX 71 R’ to ’ wagon ‘VPAX 71 L’.

VPCX 72

02.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘SIDE BEARER’.
07.11.1991 Repair ‘VEHICLE COMPLETE’.
31.08.1992 Reclassified from wagon ‘VPCX 72 D’ to ’ wagon ‘VPAX 72 U’.

VPCX 73

16.09.1992 Reclassified from wagon ‘VPCX 73 M’ to ’ wagon ‘VPAX 73 G’.

VPCX 74

26.01.1991 Repair ‘HANDRAILS END’.
26.01.1991 Repair ‘SIDE STEP’.
11.02.1991 Repair ‘STEP’.
04.12.1992 Reclassified from wagon ‘VPCX 74 V’ to ’ wagon ‘VPAX 74 P’.
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VPCX 75

03.05.1991 Repair ‘STEP’.
31.08.1992 Reclassified from wagon ‘VPCX 75 H’ to ’ wagon ‘VPAX 75 B’.

VPCX 76

01.09.1992 Reclassified from wagon ‘VPCX 76 Q’ to ’ wagon ‘VPAX 76 K’.

VPCX 77

12.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1994 Reclassified from wagon ‘VPCX 77 C’ to ’ wagon ‘VPAX 77 T’.

VPCX 78

15.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1989 Repair ‘BOGIE COMPLETE’.
15.08.1989 Repair ‘BRAKE LEVER’.
15.08.1989 Repair ‘TRAIN PIPE (END)’.
30.04.1992 Reclassified from wagon ‘VPCX 78 L’ to ’ wagon ‘VPAX 78 F’.

VPCX 79

21.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.06.1992 Reclassified from wagon ‘VPCX 79 U’ to ’ wagon ‘VPAX 79 Y’.

VPCX 80

09.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1992 Reclassified from wagon ‘VPCX 80 Q’ to ’ wagon ‘VPAX 80 K’.

VPCX 81

17.04.1992 Reclassified from wagon ‘VPCX 81 C’ to ’ wagon ‘VPAX 81 T’.

VPCX 82

05.06.1992 Reclassified from wagon ‘VPCX 82 L’ to ’ wagon ‘VPAX 82 F’.

VPCX 83

19.03.1992 Reclassified from wagon ‘VPCX 83 U’ to ’ wagon ‘VPAX 83 Y’.

VPCX 84

27.01.1991 Repair ‘STEP’.
25.04.1992 Reclassified from wagon ‘VPCX 84 G’ to ’ wagon ‘VPAX 84 A’.

21604



2.851. Wagon classification starting with ‘VPC’

VPCX 85

06.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.04.1992 Reclassified from wagon ‘VPCX 85 P’ to ’ wagon ‘VPAX 85 J’.

VPCX 86

27.03.1992 Reclassified from wagon ‘VPCX 86 B’ to ’ wagon ‘VPAX 96 D’.

VPCX 87

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1991 Repair ‘WHEEL SET’.
13.10.1991 Repair ‘STEP’.
12.06.1992 Reclassified from wagon ‘VPCX 87 K’ to ’ wagon ‘VPAX 87 E’.

VPCX 88

28.05.1992 Reclassified from wagon ‘VPCX 88 T’ to ’ wagon ‘VPAX 88 N’.

VPCX 89

12.06.1992 Reclassified from wagon ‘VPCX 89 F’ to ’ wagon ‘VPAX 89 W’.

VPCX 90

07.10.1991 Repair ‘HANDRAILS’.
03.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.12.1993 Reclassified from wagon ‘VPCX 90 B’ to ’ wagon ‘VPAX 90 S’.

VPCX 91

30.05.1992 Reclassified from wagon ‘VPCX 91 K’ to ’ wagon ‘VPAX 91 E’.

VPCX 92

15.04.1992 Reclassified from wagon ‘VPCX 92 T’ to ’ wagon ‘VPAX 92 N’.

VPCX 93

25.04.1992 Reclassified from wagon ‘VPCX 93 F’ to ’ wagon ‘VPAX 93 W’.

VPCX 94

30.04.1992 Reclassified from wagon ‘VPCX 94 Y’ to ’ wagon ‘VPAX 94 X’.

VPCX 95

22.05.1992 Reclassified from wagon ‘VPCX 95 A’ to ’ wagon ‘VPAX 95 R’.
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VPCX 96

Details: wagon ‘VPCX 96 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 97

12.06.1992 Reclassified from wagon ‘VPCX 97 S’ to ’ wagon ‘VPAX 97 M’.

VPCX 98

20.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.
21.03.1992 Reclassified from wagon ‘VPCX 98 E’ to ’ wagon ‘VPAX 98 V’.

VPCX 99

31.08.1992 Reclassified from wagon ‘VPCX 99 N’ to ’ wagon ‘VPAX 99 H’.

VPCX 100

28.04.1992 Reclassified from wagon ‘VPCX 100 F’ to ’ wagon ‘VPAX 100 W’.

VPCX 101

21.05.1992 Reclassified from wagon ‘VPCX 101 Y’ to ’ wagon ‘VPAX 101 X’.

VPCX 102

03.04.1992 Reclassified from wagon ‘VPCX 102 A’ to ’ wagon ‘VPAX 102 R’.

VPCX 103

05.10.1990 Repair ‘STEP’.
15.12.1993 Reclassified from wagon ‘VPCX 103 J’ to ’ wagon ‘VPAX 103 D’.

VPCX 104

12.06.1992 Reclassified from wagon ‘VPCX 104 S’ to ’ wagon ‘VPAX 104 M’.
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VPCX 105

08.04.1992 Reclassified from wagon ‘VPCX 105 E’ to ’ wagon ‘VPAX 105 V’.

VPCX 106

14.07.1992 Reclassified from wagon ‘VPCX 106 N’ to ’ wagon ‘VPAX 106 H’.

VPCX 107

24.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1992 Reclassified from wagon ‘VPCX 107 W’ to ’ wagon ‘VPAX 107 Q’.

VPCX 108

05.09.1991 Repair ‘COUPLER KNUCKLE PIN’.
17.06.1993 Reclassified from wagon ‘VPCX 108 X’ to ’ wagon ‘VPAX 108 C’.

VPCX 109

Details: wagon ‘VPCX 109 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 110

Details: wagon ‘VPCX 110 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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VPCX 111

Details: wagon ‘VPCX 111 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

15.03.1991 Repair ‘CEMENT WAG. DISCHARGE EQUIPMENT’.

VPCX 112

Details: wagon ‘VPCX 112 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 113

Details: wagon ‘VPCX 113 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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VPCX 114

Details: wagon ‘VPCX 114 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 115

Details: wagon ‘VPCX 115 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 116

Details: wagon ‘VPCX 116 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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VPCX 117

Details: wagon ‘VPCX 117 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 118

Details: wagon ‘VPCX 118 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 119

Details: wagon ‘VPCX 119 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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2.851. Wagon classification starting with ‘VPC’

VPCX 120

Details: wagon ‘VPCX 120 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 121

Details: wagon ‘VPCX 121 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 122

Details: wagon ‘VPCX 122 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CEMENT BULK
BSG Code: VXPC

Capacity of 50 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

22.04.1991 Repair ‘SIDE STEP’.

VPCX 123

Details: wagon ‘VPCX 123 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 124

Details: wagon ‘VPCX 124 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 125

Details: wagon ‘VPCX 125 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ
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2.851. Wagon classification starting with ‘VPC’

VPCX 126

Details: wagon ‘VPCX 126 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 127

Details: wagon ‘VPCX 127 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 128

Details: wagon ‘VPCX 128 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 22tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CEMENT BULK
Remarks: EX VHCX 128 X
BSG Code: VXPC
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 53 tonnes

21.12.1990 Repair ‘VEHICLE RECLASSIFY’.
21.12.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VHCX 128 X’

VPCX 129

Details: wagon ‘VPCX 129 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 130

Details: wagon ‘VPCX 130 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 131

Details: wagon ‘VPCX 131 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.851. Wagon classification starting with ‘VPC’

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

12.03.1991 Repair ‘SIDE STEP’.

VPCX 132

Details: wagon ‘VPCX 132 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 133

Details: wagon ‘VPCX 133 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 134

Details: wagon ‘VPCX 134 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 135

Details: wagon ‘VPCX 135 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 136

Details: wagon ‘VPCX 136 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 137

Details: wagon ‘VPCX 137 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.851. Wagon classification starting with ‘VPC’

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 138

Details: wagon ‘VPCX 138 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 139

Details: wagon ‘VPCX 139 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 140

Details: wagon ‘VPCX 140 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: VXPZ

17.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VPCX 141

Details: wagon ‘VPCX 141 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 142

Details: wagon ‘VPCX 142 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 143

Details: wagon ‘VPCX 143 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.851. Wagon classification starting with ‘VPC’

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 144

Details: wagon ‘VPCX 144 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 145

Details: wagon ‘VPCX 145 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

14.06.1990 Repair ‘STEP’.

VPCX 146

Details: wagon ‘VPCX 146 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 147

06.05.1992 Reclassified from wagon ‘VPCX 147 X’ to ’ wagon ‘VPAX 147 C’.

VPCX 148

Details: wagon ‘VPCX 148 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 149

Details: wagon ‘VPCX 149 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 150

Details: wagon ‘VPCX 150 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
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2.851. Wagon classification starting with ‘VPC’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 151

Details: wagon ‘VPCX 151 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 152

Details: wagon ‘VPCX 152 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 153

Details: wagon ‘VPCX 153 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S

21621



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 154

Details: wagon ‘VPCX 154 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 155

Details: wagon ‘VPCX 155 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 156

Details: wagon ‘VPCX 156 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2.852. Wagon classification starting with ‘VPF’

Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 157

Details: wagon ‘VPCX 157 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

VPCX 158

Details: wagon ‘VPCX 158 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

2.852 Wagon classification starting with ‘VPF’

VPFX 2

Details: wagon ‘VPFX 2 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 29tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXPZ

2.853 Wagon classification starting with ‘VQA’

VQAW 1

29.05.1994 Reclassified from wagon ‘VQAW 1 W’ to ’ wagon ‘RQUY 1 R’.

VQAW 2

09.09.1994 Reclassified from wagon ‘VQAW 2 X’ to ’ wagon ‘RQUY 2 D’.

VQAW 3

29.03.1995 Reclassified from wagon ‘VQAW 3 R’ to ’ wagon ‘RQUY 3 M’.

VQAW 4

20.04.1994 Reclassified from wagon ‘VQAW 4 D’ to ’ wagon ‘RQUY 4 V’.

VQAW 5

02.05.1994 Reclassified from wagon ‘VQAW 5 M’ to ’ wagon ‘RQUY 5 H’.

VQAW 6

04.06.1994 Reclassified from wagon ‘VQAW 6 V’ to ’ wagon ‘RQUY 6 Q’.

VQAW 7

27.05.1994 Reclassified from wagon ‘VQAW 7 H’ to ’ wagon ‘RQUY 7 C’.

VQAW 8

09.09.1994 Reclassified from wagon ‘VQAW 8 Q’ to ’ wagon ‘RQUY 8 L’.

VQAW 9

26.04.1994 Reclassified from wagon ‘VQAW 9 C’ to ’ wagon ‘RQUY 9 U’.

VQAW 10

05.10.1994 Reclassified from wagon ‘VQAW 10 V’ to ’ wagon ‘RQUY 10 Q’.

21624



2.853. Wagon classification starting with ‘VQA’

VQAW 11

20.05.1994 Reclassified from wagon ‘VQAW 11 H’ to ’ wagon ‘RQUY 11 C’.

VQAW 12

Details: wagon ‘VQAW 12 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 29.10.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

VQAW 13

Details: wagon ‘VQAW 13 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 29.10.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

VQAW 14

05.10.1994 Reclassified from wagon ‘VQAW 14 L’ to ’ wagon ‘RQUY 14 G’.
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2. TIMS GROUP INFORMATION - WAGONS

VQAW 15

Details: wagon ‘VQAW 15 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 29.10.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL-WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

Capacity of 127 tonnes

VQAW 16

18.04.1994 Reclassified from wagon ‘VQAW 16 G’ to ’ wagon ‘RQUY 16 B’.

VQAW 17

Details: wagon ‘VQAW 17 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 01.07.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3 PACK WELL WAGON
BSG Code: VBQQ

Capacity of 127 tonnes

VQAW 18

Details: wagon ‘VQAW 18 B’ in AN ‘Mainland Division’.
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2.853. Wagon classification starting with ‘VQA’

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.06.1992
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VSQQ

Capacity of 114.7 tonnes

VQAW 19

09.09.1994 Reclassified from wagon ‘VQAW 19 K’ to ’ wagon ‘RQUY 19 F’.

VQAW 20

09.05.1994 Reclassified from wagon ‘VQAW 20 G’ to ’ wagon ‘RQUY 20 B’.

VQAW 21

04.06.1994 Reclassified from wagon ‘VQAW 21 P’ to ’ wagon ‘RQUY 21 K’.

VQAW 22

26.04.1994 Reclassified from wagon ‘VQAW 22 B’ to ’ wagon ‘RQUY 22 T’.

VQAW 23

Details: wagon ‘VQAW 23 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 37.8m
Tare Weight: 33tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 6X2
Date Built: 23.12.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: 3-PACK WELL WAGON
BSG Code: VBQQ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 127 tonnes

Capacity of 127 tonnes

28.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.

2.854 Wagon classification starting with ‘VQC’

VQCW 2

12.05.1994 Reclassified from wagon ‘VQCW 2 Y’ to ’ wagon ‘RQDW 2 N’.

VQCX 501

Details: wagon ‘VQCX 501 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 501; EX RQCX 501 R
BSG Code: VXQQ

Capacity of 61 tonnes

08.03.1992 Repair ‘SIDE STEP’.
08.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 501 R’
18.09.1993 Repair ‘YOKE CARRIER’.
18.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 501 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 501 R’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.01.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 501 R’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 501 R’
19.04.1996 Repair ‘VEHICLE COMPLETE’.
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2.854. Wagon classification starting with ‘VQC’

19.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 501 R’

06.05.1996 Repair ‘VEHICLE COMPLETE’.
06.05.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 501 R’
19.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 501 R’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 501 R’

VQCX 502

Details: wagon ‘VQCX 502 H’ in AN ‘Mainland Division’.

Owner: V/INE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 502
BSG Code: VXQQ

Capacity of 61 tonnes

10.05.1991 Repair ‘STEP’.

VQCX 503

Details: wagon ‘VQCX 503 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 503, EX RQCX 503 M
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: VXQQ

Capacity of 61 tonnes

25.07.1989 Repair ‘HANDRAILS END’.
25.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 503 M’
10.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 503 M’
23.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 503 M’
30.04.1991 Repair ‘STEP’.
30.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 503 M’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 503 M’
17.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1992 Repair ‘VEHICLE COMPLETE’.
17.08.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 503 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 503 M’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 503 M’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 503 M’
29.10.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 503 M’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.08.1995 Repair ‘VEHICLE COMPLETE’.
11.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 503 M’
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 503 M’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 503 M’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 503 M’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 503 M’
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VQCX 504

Details: wagon ‘VQCX 504 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 504; EX RQCX 504 V
BSG Code: VXQQ

Capacity of 61 tonnes

25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 504 V’
04.06.1993 Repair ‘BRAKE BLOCK RB95’.
04.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 504 V’
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.10.1993 Repair ‘COUPLER COMPLETE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.10.1993 Repair ‘WHEEL SET’.
29.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 504 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 504 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

26.05.1995 Repair ‘VEHICLE COMPLETE’.
26.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 504 V’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 504 V’

VQCX 505

Details: wagon ‘VQCX 505 L’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 505
Wagon Width: 2515mm
BSG Code: VXQQ

Capacity of 61 tonnes

06.04.1990 Repair ‘STEP’.

VQCX 507

Details: wagon ‘VQCX 507 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 507 K
BSG Code: VXQQ

Capacity of 61 tonnes

16.07.1989 Repair ‘VEHICLE RECLASSIFY’.
16.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCY 507 K’
25.09.1989 Repair ‘HANDRAILS END’.
25.09.1989 Repair ‘HANDRAILS END’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘EMPTY LOAD VALVE’.
16.11.1989 Repair ‘END BRAKE COCK’.
16.11.1989 Repair ‘GRADE CONTROL VALVE’.
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16.11.1989 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘END BRAKE COCK’.
06.03.1990 Repair ‘END HOSE’.
06.03.1990 Repair ‘TRAIN PIPE (END)’.
31.05.1990 Repair ‘STEP’.
07.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1991 Repair ‘COUPLER KNUCKLE’.

VQCX 509

Details: wagon ‘VQCX 509 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 509, EX RQCX 509 U
BSG Code: VXQQ

Capacity of 61 tonnes

09.02.1992 Repair ‘BOGIE SPRING’.
09.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 509 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 509 U’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 509 U’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 509 U’
29.12.1995 Repair ‘VEHICLE COMPLETE’.
29.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 509 U’
04.01.1996 Repair ‘VEHICLE COMPLETE’.
04.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 509 U’
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09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 509 U’
25.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 509 U’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 509 U’

VQCX 510

Details: wagon ‘VQCX 510 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 510
BSG Code: VXQQ

Capacity of 61 tonnes

16.12.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 510 Q’
18.01.1994 Repair ‘HANDRAILS END’.
18.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 510 Q’
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 510 Q’
02.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 510 Q’
02.06.1995 Repair ‘VEHICLE COMPLETE’.
02.06.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 510 Q’
07.07.1995 Repair ‘VEHICLE COMPLETE’.
07.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 510 Q’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 510 Q’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 510 Q’
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VQCX 511

Details: wagon ‘VQCX 511 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 511
BSG Code: VXQQ

Capacity of 61 tonnes

19.09.1991 Repair ‘TRAIN PIPE’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.

VQCX 512

21.08.1989 Repair ‘END BRAKE COCK’.
21.08.1989 Repair ‘END HOSE’.
15.05.1990 Repair ‘HANDRAILS END’.
14.02.1991 Repair ‘STEP’.
30.03.1993 Reclassified from wagon ‘VQCX 512 P’ to ’ wagon ‘VQRF 17 V’.

VQCX 513

Details: wagon ‘VQCX 513 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 513; EX RQCX 513 U
BSG Code: VXQQ
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Capacity of 61 tonnes

16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.
16.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 513 U’
25.02.1993 Repair ‘STEP’.
25.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 513 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 513 U’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 513 U’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 513 U’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 513 U’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 513 U’
11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 513 U’
02.07.1996 Repair ‘VEHICLE COMPLETE’.
02.07.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 513 U’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 513 U’

VQCX 514

Details: wagon ‘VQCX 514 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 514
BSG Code: VXQQ
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Capacity of 61 tonnes

19.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 514 G’
31.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 514 G’
19.05.1994 Repair ‘VEHICLE COMPLETE’.
19.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 514 G’
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 514 G’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 514 G’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 514 G’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 514 G’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 514 G’

VQCX 515

Details: wagon ‘VQCX 515 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 515
BSG Code: VXQQ

Capacity of 61 tonnes

03.03.1990 Repair ‘BRAKE BLOCK RB95’.
14.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.06.1990 Repair ‘BRAKE LEVER’.
07.06.1990 Repair ‘BRAKE PULL ROD’.
07.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
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07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1992 Repair ‘STEP’.
10.04.1992 Repair ‘HANDRAILS’.
19.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1992 Repair ‘END HOSE’.
19.12.1992 Repair ‘STEP’.
06.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
06.02.1993 Repair ‘COUPLER KNUCKLE’.
06.02.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.02.1993 Repair ‘EMPTY LOAD VALVE’.
06.02.1993 Repair ‘GRADE CONTROL VALVE’.
06.02.1993 Repair ‘WHEEL SET’.

VQCX 516

Details: wagon ‘VQCX 516 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 516 / VQCX 56 F
BSG Code: VXQQ

Capacity of 61 tonnes

26.01.1991 Repair ‘STEP’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.
07.09.1995 Repair ‘VEHICLE RECLASSIFY’.
07.09.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 516 B’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 516 B’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 516 B’
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VQCX 517

Details: wagon ‘VQCX 517 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 517
BSG Code: VXQQ

Capacity of 61 tonnes

05.02.1990 Repair ‘END BRAKE COCK’.
05.02.1990 Repair ‘NYLON HOSE’.
05.02.1990 Repair ‘TRAIN PIPE (END)’.

VQCX 518

Details: wagon ‘VQCX 518 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 518
BSG Code: VXQQ

Capacity of 61 tonnes

19.12.1990 Repair ‘BRAKE BLOCK RB95’.
11.09.1993 Repair ‘HANDRAILS’.
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VQCX 519

17.05.1990 Repair ‘HANDRAILS END’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
10.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.04.1993 Reclassified from wagon ‘VQCX 519 J’ to ’ wagon ‘VQRF 30 U’.

VQCX 520

04.10.1994 Reclassified from wagon ‘VQCX 520 F’ to ’ wagon ‘RQCX 520 B’.

VQCX 521

Details: wagon ‘VQCX 521 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY; EX RQCX 521 K
BSG Code: VXQZ

Capacity of 61 tonnes

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.09.1989 Repair ‘WHEEL SET’.
14.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 521 K’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘COUPLER KNUCKLE’.
07.03.1990 Repair ‘STEP’.
07.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 521 K’
23.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 521 K’
14.07.1992 Repair ‘END HOSE’.
14.07.1992 Repair ‘TRAIN PIPE (END)’.
14.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 521 K’
14.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 521 K’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon

‘RQCX 521 K’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 521 K’

VQCX 522

Details: wagon ‘VQCX 522 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 522
Wagon Width: 2515mm
BSG Code: VXQQ

Capacity of 61 tonnes

13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘VEHICLE COMPLETE’.
13.12.1989 Repair ‘WHEEL SET’.

VQCX 523

Details: wagon ‘VQCX 523 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 523
BSG Code: VXQQ

Capacity of 61 tonnes

13.10.1989 Repair ‘VEHICLE COMPLETE’.
13.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 523 F’
02.08.1990 Repair ‘BRAKE BLOCK RB95’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 523 F’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 523 F’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 523 F’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 523 F’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 523 F’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 523 F’

VQCX 524

Details: wagon ‘VQCX 524 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 524
BSG Code: VXQQ

Capacity of 61 tonnes

17.08.1989 Repair ‘BOGIE SPRING’.
06.12.1990 Repair ‘HANDRAILS END’.
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VQCX 525

Details: wagon ‘VQCX 525 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY 525
BSG Code: VSQZ

Capacity of 61 tonnes

03.06.1990 Repair ‘END HOSE’.
24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
01.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 526

Details: wagon ‘VQCX 526 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 526
BSG Code: VXQQ

Capacity of 61 tonnes

30.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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VQCX 527

Details: wagon ‘VQCX 527 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX; EX RQCX 527 S
BSG Code: VXQQ

Capacity of 61 tonnes

04.11.1991 Repair ‘SIDE STEP’.
04.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 527 S’
16.11.1992 Repair ‘STEP’.
16.11.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 527 S’
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘STEP’.
25.01.1993 Repair ‘TRAIN PIPE’.
25.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 527 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.10.1994 Repair ‘VEHICLE RECLASSIFY’.
26.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCX 527 S’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 527 S’

VQCX 528

27.10.1994 Reclassified from wagon ‘VQCX 528 X’ to ’ wagon ‘RQCX 528 E’.

VQCX 529

Details: wagon ‘VQCX 529 R’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 529
BSG Code: VXQQ

Capacity of 61 tonnes

09.07.1990 Repair ‘END HOSE’.
09.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.12.1991 Repair ‘STEP’.
06.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1992 Repair ‘BOGIE COMPLETE’.
06.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.01.1992 Repair ‘VEHICLE COMPLETE’.
06.01.1992 Repair ‘VEHICLE SIGNS AND BRACKETS’.
06.01.1992 Repair ‘VEHICLE STENCILS’.
12.06.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 530

Details: wagon ‘VQCX 530 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 530
BSG Code: VXQQ

Capacity of 61 tonnes

18.10.1989 Repair ‘END HOSE’.
08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BRANCH PIPE’.
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08.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE SPRING’.
27.02.1992 Repair ‘VEHICLE COMPLETE’.

VQCX 531

Details: wagon ‘VQCX 531 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 531
BSG Code: VXQQ

Capacity of 61 tonnes

29.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
25.11.1990 Repair ‘HANDRAILS END’.

VQCX 532

Details: wagon ‘VQCX 532 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 532
BSG Code: VXQQ

Capacity of 61 tonnes

14.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘STEP’.

VQCX 533

Details: wagon ‘VQCX 533 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 533
BSG Code: VXQQ

Capacity of 61 tonnes

21.07.1989 Repair ‘STEP’.
25.09.1989 Repair ‘HANDRAILS END’.
29.11.1989 Repair ‘STEP’.
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1990 Repair ‘END HOSE’.
30.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 534

Details: wagon ‘VQCX 534 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 534
BSG Code: VXQQ

Capacity of 61 tonnes

24.05.1992 Repair ‘COUPLER TRIGGER LEVER’.

VQCX 535

Details: wagon ‘VQCX 535 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY
BSG Code: VXQZ

Capacity of 61 tonnes

12.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 536

Details: wagon ‘VQCX 536 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
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Remarks: EX VQCY 536; EX RQCX536R
BSG Code: VXQQ

Capacity of 61 tonnes

10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘VEHICLE COMPLETE’.
10.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 536 R’
04.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1993 Repair ‘BRAKE LEVER’.
04.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
04.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1993 Repair ‘COUPLER KNUCKLE’.
04.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 536 R’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 536 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
01.07.1994 Repair ‘VEHICLE RECLASSIFY’.
01.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 536 R’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 536 R’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.12.1996 Repair ‘VEHICLE RECLASSIFY’.
19.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 536 R’

VQCX 537

Details: wagon ‘VQCX 537 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 537; EX RQCX 537 D
BSG Code: VXQQ

Capacity of 61 tonnes
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01.08.1990 Repair ‘END BRAKE COCK’.
01.08.1990 Repair ‘END HOSE’.
01.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 537 D’
09.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1993 Repair ‘WHEEL SET’.
09.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 537 D’
01.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1993 Repair ‘COUPLER KNUCKLE’.
01.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 537 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
14.10.1994 Repair ‘VEHICLE RECLASSIFY’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 537 D’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 537 D’
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 537 D’
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 537 D’
12.05.1996 Repair ‘VEHICLE COMPLETE’.
12.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 537 D’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 537 D’

VQCX 539

Details: wagon ‘VQCX 539 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQCX; EX RQCY 539 C
BSG Code: VXQQ

Capacity of 61 tonnes
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18.01.1990 Repair ‘HANDRAILS END’.
18.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 539 C’
11.04.1990 Repair ‘END BRAKE COCK’.
11.04.1990 Repair ‘TRAIN PIPE (END)’.
11.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 539 C’
10.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.06.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCY 539 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 539 C’
24.10.1994 Alteration complete ‘FIT STUCKI RB42 CONSTANT CONTACT

SIDBEARERS TO STANDARD GAUGE BOGIES & PLACE UNDER WAGONS.
RECLASSIFY TO ‘RQCY’ RQCX 539 & 653. (RS4887)’. New class: ‘RQCY’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 539 C’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 539 C’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 539 C’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 539 C’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 539 C’
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 539 C’
19.07.1995 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 539 C’
06.09.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 539 C’
27.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCY 539 C’
10.01.1997 Repair ‘VEHICLE RECLASSIFY’.
10.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 539 C’

VQCX 540

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
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19.06.1990 Repair ‘COUPLER KNUCKLE’.
19.06.1990 Repair ‘EMPTY LOAD VALVE’.
19.06.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘COUPLER KNUCKLE’.
31.10.1990 Repair ‘EMPTY LOAD VALVE’.
31.10.1990 Repair ‘GRADE CONTROL VALVE’.
31.10.1990 Repair ‘WHEEL SET’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.
27.10.1994 Reclassified from wagon ‘VQCX 540 V’ to ’ wagon ‘RQCX 540 R’.

VQCX 541

Details: wagon ‘VQCX 541 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 541
BSG Code: VXQQ

Capacity of 61 tonnes

VQCX 542

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Reclassified from wagon ‘VQCX 542 Q’ to ’ wagon ‘VQRF 35 T’.

VQCX 543

Details: wagon ‘VQCX 543 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 543; EX RQCX 543 V
BSG Code: VXQQ

Capacity of 61 tonnes

18.10.1990 Repair ‘SIDE STEP’.
18.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 543 V’
27.05.1991 Repair ‘HANDRAILS END’.
27.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 543 V’
29.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
29.05.1991 Repair ‘VEHICLE COMPLETE’.
29.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 543 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 543 V’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 543 V’
05.08.1994 Repair ‘VEHICLE RECLASSIFY’.
05.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 543 V’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 543 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 543 V’
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 543 V’
17.12.1995 Repair ‘VEHICLE COMPLETE’.
17.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 543 V’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 543 V’

VQCX 544

Details: wagon ‘VQCX 544 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 544
BSG Code: VXQQ

Capacity of 61 tonnes

02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘BOGIE SPRING’.
02.05.1990 Repair ‘BRAKE BLOCK RB95’.
02.05.1990 Repair ‘BRANCH PIPE’.
02.05.1990 Repair ‘HANDRAILS END’.
02.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘STEP’.
06.08.1992 Repair ‘EMPTY LOAD VALVE’.

VQCX 545

02.05.1990 Repair ‘HANDRAILS END’.
09.04.1993 Reclassified from wagon ‘VQCX 545 U’ to ’ wagon ‘VQRF 20 M’.

VQCX 546

15.06.1994 Reclassified from wagon ‘VQCX 546 G’ to ’ wagon ‘RQCX 546 C’.

VQCX 547

Details: wagon ‘VQCX 547 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 547
BSG Code: VXQQ

Capacity of 61 tonnes
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14.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1990 Repair ‘BRANCH PIPE’.
14.02.1990 Repair ‘TRAIN PIPE (END)’.
18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘WHEEL SET’.
11.10.1993 Repair ‘BRAKE SPRING’.

VQCX 548

Details: wagon ‘VQCX 548 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 548
BSG Code: VXQQ

Capacity of 61 tonnes

03.12.1989 Repair ‘END BRAKE COCK’.
03.12.1989 Repair ‘END HOSE’.
03.12.1989 Repair ‘TRAIN PIPE (END)’.

VQCX 549

Details: wagon ‘VQCX 549 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 549 Y; EX RQCX 549 G
BSG Code: VXQQ
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Capacity of 61 tonnes

26.07.1989 Repair ‘HANDRAILS END’.
26.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 549 G’
06.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1990 Repair ‘BOGIE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Repair ‘VEHICLE COMPLETE’.
06.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 549 G’
02.08.1990 Repair ‘END HOSE’.
02.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 549 G’
17.10.1992 Repair ‘STEP’.
17.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 549 G’
07.03.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 549 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 549 G’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 549 G’

VQCX 550

Details: wagon ‘VQCX 550 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 550
Wagon Width: 2515mm
BSG Code: VXQQ

Capacity of 61 tonnes
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20.02.1990 Repair ‘END HOSE’.
20.02.1990 Repair ‘HANDBRAKE HANDLE’.
07.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1991 Repair ‘COUPLER KNUCKLE’.
07.03.1991 Repair ‘EMPTY LOAD VALVE’.
07.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.

VQCX 551

Details: wagon ‘VQCX 551 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 551
Wagon Width: 2515mm
BSG Code: VBQQ

Capacity of 61 tonnes

15.08.1989 Repair ‘HANDRAILS’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VQCX 553

Details: wagon ‘VQCX 553 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY
BSG Code: VXQQ

Capacity of 61 tonnes

20.06.1990 Repair ‘BRAKE BLOCK RB95’.

VQCX 554

Details: wagon ‘VQCX 554 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 554 A
BSG Code: VXQQ

Capacity of 61 tonnes

12.02.1991 Repair ‘STEP’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘BRANCH PIPE’.
05.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘HANDRAILS END’.
01.05.1991 Repair ‘STEP’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘STEP’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Repair ‘WHEEL SET’.

VQCX 555

20.04.1994 Reclassified from wagon ‘VQCX 555 F’ to ’ wagon ‘RQCX 555 B’.
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VQCX 557

Details: wagon ‘VQCX 557 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 557
BSG Code: VXQQ

Capacity of 61 tonnes

04.11.1992 Repair ‘STEP’.

VQCX 558

Details: wagon ‘VQCX 558 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY
BSG Code: VXQQ

Capacity of 61 tonnes

22.02.1990 Repair ‘STEP’.
29.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 559

Details: wagon ‘VQCX 559 S’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1956
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 559
BSG Code: VXQQ

Capacity of 61 tonnes

25.11.1991 Repair ‘HANDRAILS END’.
25.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 559 Y’
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 559 Y’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 559 Y’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 559 Y’
07.06.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 559 Y’
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 559 Y’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 559 Y’

VQCX 560

Details: wagon ‘VQCX 560 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
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Remarks: EX VQCY 560
BSG Code: VXQQ

Capacity of 61 tonnes

VQCX 561

06.10.1990 Repair ‘STEP’.
12.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
20.05.1992 Repair ‘STEP’.
09.04.1993 Reclassified from wagon ‘VQCX 561 A’ to ’ wagon ‘VQRF 19 Q’.

VQCX 562

Details: wagon ‘VQCX 562 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 562
BSG Code: VXQQ

Capacity of 61 tonnes

12.06.1994 Repair ‘VEHICLE RECLASSIFY’.
12.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 562 F’
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 562 F’
23.07.1995 Repair ‘VEHICLE COMPLETE’.
23.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 562 F’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 562 F’

VQCX 563

Details: wagon ‘VQCX 563 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY 563 W; EX RQCX 563Y
BSG Code: VXQZ

Capacity of 61 tonnes

19.07.1989 Repair ‘HANDRAILS END’.
19.07.1989 Repair ‘STEP’.
19.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
28.09.1991 Repair ‘HANDRAILS END’.
28.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
05.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
05.11.1991 Repair ‘COUPLER KNUCKLE’.
05.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 563 Y’
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.12.1991 Repair ‘VEHICLE COMPLETE’.
11.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 563 Y’
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘BRAKE PULL ROD’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
13.04.1993 Repair ‘EMPTY LOAD VALVE’.
13.04.1993 Repair ‘GRADE CONTROL VALVE’.
13.04.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.04.1993 Repair ‘WHEEL SET’.
13.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 563 Y’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘END BRAKE COCK’.
23.04.1993 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 563 Y’
12.11.1993 Repair ‘BRAKE BLOCK OTHER’.
12.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
19.01.1994 Repair ‘END BRAKE COCK’.
19.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
02.08.1995 Repair ‘VEHICLE RECLASSIFY’.
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02.08.1995 Issued at location ‘Acacia Ridge’ with a previous code of wagon
‘RQCX 563 Y’

05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 563 Y’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 563 Y’
05.04.1996 Repair ‘VEHICLE COMPLETE’.
05.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 563 Y’
10.01.1997 Repair ‘VEHICLE RECLASSIFY’.
10.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 563 Y’

VQCX 564

Details: wagon ‘VQCX 564 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY 564; EX RQCX 564
BSG Code: VBQZ

Capacity of 61 tonnes

05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘WHEEL SET’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 564 A’
20.05.1993 Repair ‘STEP’.
20.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 564 A’
30.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1993 Repair ‘BRAKE PULL ROD’.
30.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 564 A’
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26.07.1993 Repair ‘END HOSE’.
26.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 564 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 564 A’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
29.01.1995 Repair ‘VEHICLE RECLASSIFY’.
29.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 564 A’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 564 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 564 A’
11.06.1995 Repair ‘VEHICLE COMPLETE’.
11.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 564 A’
02.09.1995 Repair ‘VEHICLE COMPLETE’.
02.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 564 A’
07.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 564 A’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 564 A’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 564 A’

VQCX 565

Details: wagon ‘VQCX 565 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY 565
BSG Code: VBQZ

Capacity of 61 tonnes

15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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15.12.1990 Repair ‘VEHICLE COMPLETE’.
15.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 565 J’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 565 J’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 565 J’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 565 J’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 565 J’

VQCX 566

Details: wagon ‘VQCX 566 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 566 D
BSG Code: VXQQ

Capacity of 61 tonnes

27.07.1989 Repair ‘VEHICLE RECLASSIFY’.
27.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCY 566 D’

VQCX 567

02.05.1994 Reclassified from wagon ‘VQCX 567 X’ to ’ wagon ‘RQCX 567 E’.

VQCX 568

Details: wagon ‘VQCX 568 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 568
BSG Code: VXQQ

Capacity of 61 tonnes

16.07.1989 Repair ‘END HOSE’.
29.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.10.1993 Repair ‘BRAKE LEVER’.
23.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1993 Repair ‘COUPLER KNUCKLE’.
23.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 569

Details: wagon ‘VQCX 569 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 569
BSG Code: VXQQ

Capacity of 61 tonnes

23.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.02.1991 Repair ‘COUPLER COMPLETE’.
24.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
26.02.1991 Repair ‘BRANCH PIPE’.
26.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.02.1991 Repair ‘VEHICLE COMPLETE’.
26.02.1991 Repair ‘YOKE COMPLETE’.
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08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
14.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1994 Repair ‘BOGIE COMPLETE’.
27.01.1994 Repair ‘COUPLER KNUCKLE’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 570

15.04.1994 Reclassified from wagon ‘VQCX 570 W’ to ’ wagon ‘RQCX 570 S’.

VQCX 571

13.06.1994 Reclassified from wagon ‘VQCX 571 X’ to ’ wagon ‘RQCX 571 E’.

VQCX 572

Details: wagon ‘VQCX 572 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY
BSG Code: VXQZ

Capacity of 61 tonnes

23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQCX 574

Details: wagon ‘VQCX 574 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 574
BSG Code: VXQQ

Capacity of 61 tonnes

09.07.1993 Repair ‘HANDRAILS END’.

VQCX 575

Details: wagon ‘VQCX 575 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY 575
BSG Code: VXQZ

Capacity of 61 tonnes

08.12.1990 Repair ‘BRAKE BLOCK RB95’.
30.11.1991 Repair ‘END HOSE’.

VQCX 576

Details: wagon ‘VQCX 576 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 576; EX RQCX 576 D
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BSG Code: VXQQ

Capacity of 61 tonnes

17.10.1989 Repair ‘STEP’.
17.10.1989 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 576 D’
02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1990 Repair ‘BRAKE BLOCK RB95’.
02.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.04.1990 Repair ‘BRAKE LEVER’.
02.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.04.1990 Repair ‘COUPLER KNUCKLE’.
02.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 576 D’
03.07.1990 Repair ‘END BRAKE COCK’.
03.07.1990 Repair ‘END HOSE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 576 D’
11.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.08.1990 Repair ‘BRAKE LEVER’.
11.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.08.1990 Repair ‘COUPLER KNUCKLE’.
11.08.1990 Repair ‘EMPTY LOAD VALVE’.
11.08.1990 Repair ‘GRADE CONTROL VALVE’.
11.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 576 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 576 D’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 576 D’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

07.10.1995 Repair ‘VEHICLE COMPLETE’.
07.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 576 D’
02.02.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 576 D’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 576 D’
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VQCX 577

Details: wagon ‘VQCX 577 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 577
BSG Code: VXQQ

Capacity of 61 tonnes

24.04.1992 Repair ‘BRAKE BLOCK RB95’.

VQCX 578

Details: wagon ‘VQCX 578 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX; EX RQCX 578 V
BSG Code: VXQQ

Capacity of 61 tonnes

06.12.1989 Repair ‘BRAKE BLOCK RB95’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 578 V’
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
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17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 578 V’
16.04.1992 Repair ‘HANDRAILS’.
16.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 578 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 578 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 578 V’
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 578 V’
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 578 V’
22.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 578 V’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 578 V’
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 578 V’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 578 V’

VQCX 579

02.08.1994 Reclassified from wagon ‘VQCX 579 L’ to ’ wagon ‘RQCX 579 H’.

VQCX 580

Details: wagon ‘VQCX 580 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 580
BSG Code: VXQQ
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Capacity of 61 tonnes

08.03.1990 Repair ‘STEP’.
18.07.1990 Repair ‘SIDE STEP’.
15.02.1991 Repair ‘HANDRAILS’.
25.05.1993 Repair ‘SIDE STEP’.

VQCX 581

Details: wagon ‘VQCX 581 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY 581
BSG Code: VBQZ

Capacity of 61 tonnes

10.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.08.1991 Repair ‘HANDRAILS END’.
13.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1991 Repair ‘BRANCH PIPE’.
13.08.1991 Repair ‘HANDRAILS END’.
16.10.1991 Repair ‘BRAKE BLOCK RB95’.
04.09.1993 Repair ‘BOGIE COMPLETE’.
07.09.1993 Repair ‘COUPLER COMPLETE’.
15.11.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 582

Details: wagon ‘VQCX 582 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 582; EX RQCX 582 V
BSG Code: VXQQ

Capacity of 61 tonnes

28.11.1992 Repair ‘STEP’.
28.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 582 V’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘VEHICLE COMPLETE’.
11.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 582 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 582 V’
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 582 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 582 V’
07.06.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 582 V’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 582 V’

VQCX 583

Details: wagon ‘VQCX 583 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX; EX RQCX 583 H
BSG Code: VXQQ
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Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 583 H’
20.01.1995 Repair ‘VEHICLE COMPLETE’.
20.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 583 H’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 583 H’
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 583 H’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 583 H’

VQCX 584

24.03.1995 Reclassified from wagon ‘VQCX 584 U’ to ’ wagon ‘RQCY 584 U’.

VQCX 585

Details: wagon ‘VQCX 585 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 585
BSG Code: VXQQ

Capacity of 61 tonnes

28.08.1991 Repair ‘STEP’.

21674



2.854. Wagon classification starting with ‘VQC’

VQCX 586

Details: wagon ‘VQCX 586 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 586; EX RQCX 586
BSG Code: VXQQ

Capacity of 61 tonnes

05.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
05.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 586 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
12.10.1994 Repair ‘VEHICLE RECLASSIFY’.
12.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 586 L’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 586 L’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.04.1995 Repair ‘VEHICLE COMPLETE’.
03.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 586 L’
02.10.1996 Repair ‘VEHICLE RECLASSIFY’.
02.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 586 L’

VQCX 587

Details: wagon ‘VQCX 587 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCY
BSG Code: VXQZ

Capacity of 61 tonnes

20.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1989 Repair ‘END BRAKE COCK’.
20.08.1989 Repair ‘END HOSE’.
20.08.1989 Repair ‘TRAIN PIPE (END)’.

VQCX 588

Details: wagon ‘VQCX 588 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 588; EX RQCY 588 K
BSG Code: VXQQ

Capacity of 61 tonnes

08.08.1990 Repair ‘SIDE STEP’.
08.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCY 588 K’
15.03.1992 Repair ‘HANDRAILS END’.
15.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 588 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCY 588 K’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.03.1995 Repair ‘BOGIE BEARERS’.
01.03.1995 Repair ‘BOGIE COMPLETE’.
01.03.1995 Repair ‘VEHICLE RECLASSIFY’.
01.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 588 K’
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11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 588 K’
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 588 K’
24.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 588 K’
08.01.1997 Repair ‘VEHICLE RECLASSIFY’.
08.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 588 K’

VQCX 589

Details: wagon ‘VQCX 589 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 589; EX RQCX 589 P
BSG Code: VXQQ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 589 P’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 589 P’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 589 P’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 589 P’
07.05.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 589 P’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
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24.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 589 P’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 589 P’

VQCX 591

21.12.1994 Reclassified from wagon ‘VQCX 591 B’ to ’ wagon ‘RQCX 591 U’.

VQCX 592

Details: wagon ‘VQCX 592 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 592
BSG Code: VXQQ

Capacity of 61 tonnes

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.04.1990 Repair ‘BOGIE COMPLETE’.
27.04.1990 Repair ‘BRAKE PULL ROD’.
27.04.1990 Repair ‘BRANCH PIPE’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
27.04.1990 Repair ‘GRADE CONTROL VALVE’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1990 Repair ‘STEP’.

VQCX 593

Details: wagon ‘VQCX 593 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 593
BSG Code: VXQQ

Capacity of 61 tonnes

11.09.1989 Repair ‘STEP’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.09.1990 Repair ‘END BRAKE COCK’.
17.09.1990 Repair ‘END HOSE’.
17.09.1990 Repair ‘TRAIN PIPE (END)’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 594

Details: wagon ‘VQCX 594 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 594
BSG Code: VXQQ

Capacity of 61 tonnes

27.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1989 Repair ‘BOGIE COMPLETE’.
27.09.1989 Repair ‘BRANCH PIPE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
27.09.1989 Repair ‘VEHICLE COMPLETE’.
04.11.1990 Repair ‘STEP’.
27.11.1990 Repair ‘HANDRAILS END’.
18.02.1992 Repair ‘STEP’.
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VQCX 595

Details: wagon ‘VQCX 595 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 595
BSG Code: VXQQ

Capacity of 61 tonnes

04.12.1990 Repair ‘END HOSE’.
09.03.1995 Repair ‘VEHICLE COMPLETE’.

VQCX 596

27.10.1990 Repair ‘STEP’.
08.06.1991 Repair ‘HANDRAILS’.
26.01.1995 Reclassified from wagon ‘VQCX 596 A’ to ’ wagon ‘RQCY 596 A’.

VQCX 598

Details: wagon ‘VQCX 598 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 598; EX RQCX 598 Y
BSG Code: VXQQ

Capacity of 61 tonnes

08.11.1989 Repair ‘HOSE FITTINGS’.
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08.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 598 Y’
28.05.1990 Repair ‘STEP’.
28.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 598 Y’
19.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Repair ‘VEHICLE COMPLETE’.
19.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 598 Y’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 598 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 598 Y’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 598 Y’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 598 Y’
18.03.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 598 Y’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 598 Y’

VQCX 599

Details: wagon ‘VQCX 599 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 599 X; EX RQCX 599 A
BSG Code: VXQQ

Capacity of 61 tonnes
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11.12.1989 Repair ‘END BRAKE COCK’.
11.12.1989 Repair ‘END HOSE’.
11.12.1989 Repair ‘HANDRAILS END’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 599 A’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 599 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 599 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 599 A’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 599 A’
19.06.1995 Repair ‘VEHICLE COMPLETE’.
19.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 599 A’
03.08.1995 Repair ‘VEHICLE COMPLETE’.
03.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 599 A’
17.10.1996 Repair ‘VEHICLE RECLASSIFY’.
17.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 599 A’

VQCX 600

Details: wagon ‘VQCX 600 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 600
BSG Code: VXQQ

Capacity of 61 tonnes

VQCX 601

Details: wagon ‘VQCX 601 F’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘BRAKE BLOCK RB95’.
28.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1990 Repair ‘HANDRAILS END’.
22.11.1990 Repair ‘STEP’.
17.03.1995 Repair ‘VEHICLE COMPLETE’.

VQCX 603

Details: wagon ‘VQCX 603 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 603 T
BSG Code: VXQZ

Capacity of 61 tonnes

07.06.1990 Repair ‘STEP’.
07.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 603 T’
25.05.1991 Repair ‘STEP’.
25.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 603 T’
29.06.1991 Repair ‘TRAIN PIPE (END)’.
29.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 603 T’
11.07.1991 Repair ‘BRAKE BLOCK RB95’.
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11.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 603 T’

17.07.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 603 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 603 T’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 603 T’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 603 T’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 603 T’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 603 T’
26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 603 T’
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 603 T’
11.10.1996 Repair ‘VEHICLE RECLASSIFY’.
11.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 603 T’

VQCX 604

20.10.1989 Repair ‘END HOSE’.
26.04.1993 Reclassified from wagon ‘VQCX 604 J’ to ’ wagon ‘VQRF 71 P’.

VQCX 605

Details: wagon ‘VQCX 605 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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30.08.1990 Repair ‘COUPLER KNUCKLE PIN’.

VQCX 606

Details: wagon ‘VQCX 606 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.04.1993 Repair ‘STEP’.
12.12.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 607

Details: wagon ‘VQCX 607 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

28.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.04.1990 Repair ‘VEHICLE COMPLETE’.
23.04.1990 Repair ‘VEHICLE COMPLETE’.
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
28.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.06.1990 Repair ‘VEHICLE COMPLETE’.
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28.06.1990 Repair ‘YOKE CARRIER’.
17.09.1993 Repair ‘WEAR PLATES & SADDLES’.
08.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1993 Repair ‘COUPLER COMPLETE’.
08.10.1993 Repair ‘VEHICLE COMPLETE’.
08.10.1993 Repair ‘WEAR PLATES & SADDLES’.

VQCX 608

Details: wagon ‘VQCX 608 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQCX608S
BSG Code: VXQZ

Capacity of 61 tonnes

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘BOGIE COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘WEAR PLATES & SADDLES’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 608 S’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 608 S’
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 608 S’
06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 608 S’

VQCX 610

Details: wagon ‘VQCX 610 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCY 610 E
BSG Code: VXQZ

Capacity of 61 tonnes

21.12.1990 Repair ‘HANDRAILS’.
21.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
10.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1991 Repair ‘BRANCH PIPE’.
10.09.1991 Repair ‘COUPLER KNUCKLE’.
10.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.03.1993 Repair ‘BRAKE LEVER’.
01.03.1993 Repair ‘BRAKE PULL ROD’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘EMPTY LOAD VALVE’.
01.03.1993 Repair ‘GRADE CONTROL VALVE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
04.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1993 Repair ‘BRAKE LEVER’.
04.11.1993 Repair ‘EMPTY LOAD VALVE’.
04.11.1993 Repair ‘GRADE CONTROL VALVE’.
04.11.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
04.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCY 610 E’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

07.04.1995 Repair ‘BOGIE BEARERS’.
07.04.1995 Repair ‘BOGIE COMPLETE’.
07.04.1995 Repair ‘VEHICLE RECLASSIFY’.
07.04.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 610 E’
20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 610 E’
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26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
28.07.1995 Repair ‘VEHICLE COMPLETE’.
28.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 610 E’
17.12.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 610 E’

VQCX 611

Details: wagon ‘VQCX 611 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.07.1989 Repair ‘YOKE CARRIER’.

VQCX 612

Details: wagon ‘VQCX 612 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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VQCX 613

Details: wagon ‘VQCX 613 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.03.1990 Repair ‘BOGIE BEARERS’.
26.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 613 E’
11.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 613 E’
09.01.1993 Repair ‘HANDRAILS END’.
09.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 613 E’
28.06.1994 Repair ‘VEHICLE RECLASSIFY’.
28.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 613 E’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 613 E’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 613 E’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 613 E’
08.07.1995 Repair ‘VEHICLE COMPLETE’.
08.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 613 E’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 613 E’

VQCX 614

Details: wagon ‘VQCX 614 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BOGIE BEARERS’.
02.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 614 N’
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.11.1993 Repair ‘BRAKE LEVER’.
25.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.11.1993 Repair ‘TRAIN PIPE (END)’.
25.11.1993 Repair ‘VEHICLE COMPLETE’.
25.11.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 614 N’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE RECLASSIFY’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 614 N’
28.05.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 614 N’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 614 N’
29.09.1995 Repair ‘VEHICLE COMPLETE’.
29.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 614 N’
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 614 N’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 614 N’

VQCX 615

Details: wagon ‘VQCX 615 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

07.02.1990 Repair ‘END HOSE’.
12.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQCX 616

Details: wagon ‘VQCX 616 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.04.1990 Repair ‘END BRAKE COCK’.
18.04.1990 Repair ‘END HOSE’.

VQCX 617

Details: wagon ‘VQCX 617 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.10.1989 Repair ‘END HOSE’.
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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VQCX 618

Details: wagon ‘VQCX 618 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 618 D
BSG Code: VXQZ

Capacity of 61 tonnes

29.03.1990 Repair ‘STEP’.
29.03.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘RQCX 618 D’
04.05.1990 Repair ‘STEP’.
04.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 618 D’
01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.
01.08.1990 Repair ‘EMPTY LOAD VALVE’.
01.08.1990 Repair ‘GRADE CONTROL VALVE’.
01.08.1990 Repair ‘TWIST LOCK’.
01.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 618 D’
01.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.09.1993 Repair ‘BRAKE LEVER’.
01.09.1993 Repair ‘BRAKE PULL ROD’.
01.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 618 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.05.1994 Repair ‘VEHICLE RECLASSIFY’.
11.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 618 D’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 618 D’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 618 D’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 618 D’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
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05.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 618 D’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
13.06.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 618 D’
14.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 618 D’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 618 D’

VQCX 619

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE COMPLETE’.
10.07.1989 Repair ‘COUPLER KNUCKLE’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.04.1993 Reclassified from wagon ‘VQCX 619 Q’ to ’ wagon ‘VQRF 37 Y’.

VQCX 622

Details: wagon ‘VQCX 622 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.01.1990 Repair ‘END BRAKE COCK’.
03.01.1990 Repair ‘END HOSE’.
30.04.1990 Repair ‘STEP’.
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
05.07.1993 Repair ‘EMPTY LOAD VALVE’.
05.07.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘BRAKE LEVER’.

21693



2. TIMS GROUP INFORMATION - WAGONS

08.12.1993 Repair ‘BRAKE PULL ROD’.
08.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
08.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 624

Details: wagon ‘VQCX 624 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 624 V
BSG Code: VXQZ

Capacity of 61 tonnes

07.01.1990 Repair ‘STEP’.
07.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 624 V’
23.02.1991 Repair ‘STEP’.
23.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 624 V’
15.03.1991 Repair ‘END HOSE’.
15.03.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 624 V’
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘COUPLER KNUCKLE’.
19.11.1992 Repair ‘EMPTY LOAD VALVE’.
19.11.1992 Repair ‘GRADE CONTROL VALVE’.
19.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1992 Repair ‘WHEEL SET’.
19.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 624 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 624 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 624 V’
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30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 624 V’

VQCX 626

Details: wagon ‘VQCX 626 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

11.12.1989 Repair ‘END HOSE’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
11.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 626 Q’
13.01.1990 Repair ‘HANDRAILS END’.
13.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 626 Q’
02.11.1990 Repair ‘HANDRAILS END’.
02.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 626 Q’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 626 Q’
14.11.1994 Repair ‘VEHICLE COMPLETE’.
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 626 Q’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 626 Q’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 626 Q’

VQCX 628

Details: wagon ‘VQCX 628 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.10.1989 Repair ‘BOGIE SPRING’.
08.05.1990 Repair ‘STEP’.
29.06.1990 Repair ‘STEP’.

VQCX 629

30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New
class: ‘RQCX’.

28.09.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Reclassified from wagon ‘VQCX 629 B’ to ’ wagon ‘RQCX 629 U’.

VQCX 630

Details: wagon ‘VQCX 630 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 632

01.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1989 Repair ‘BRAKE BLOCK RB95’.
01.12.1989 Repair ‘BRAKE PULL ROD’.
01.12.1989 Repair ‘EMPTY LOAD VALVE’.
01.12.1989 Repair ‘GRADE CONTROL VALVE’.
01.12.1989 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
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31.01.1991 Repair ‘STEP’.
28.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
01.05.1993 Reclassified from wagon ‘VQCX 632 P’ to ’ wagon ‘VQRF 75 F’.

VQCX 633

Details: wagon ‘VQCX 633 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE SPRING’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘BOGIE COMPLETE’.
27.09.1990 Repair ‘BRAKE PULL ROD’.
27.09.1990 Repair ‘HANDRAILS END’.
27.09.1990 Repair ‘YOKE COMPLETE’.

VQCX 634

Details: wagon ‘VQCX 634 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

Capacity of 61 tonnes

25.06.1990 Repair ‘END BRAKE COCK’.
12.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1990 Repair ‘COUPLER KNUCKLE’.
12.11.1990 Repair ‘EMPTY LOAD VALVE’.
12.11.1990 Repair ‘GRADE CONTROL VALVE’.
12.11.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
29.01.1994 Repair ‘HANDRAILS’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 636

Details: wagon ‘VQCX 636 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 636 B
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 636 B’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 636 B’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 636 B’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 636 B’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 636 B’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
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17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 636 B’
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 636 B’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 636 B’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 636 B’

VQCX 637

Details: wagon ‘VQCX 637 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCY 637 S; EX RQCX 637K
BSG Code: VXQQ

Capacity of 61 tonnes

11.01.1989 Reclassified from wagon ‘VQCX 637 Y’ to ’ wagon ‘VQCY 637 S’.
18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘BRAKE CONTROL PIPE’.
18.02.1991 Repair ‘END BRAKE COCK’.
18.02.1991 Repair ‘TRAIN PIPE’.
18.02.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 637 K’
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘EMPTY LOAD VALVE’.
04.04.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Repair ‘STRIKING CASTING’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 637 K’
26.08.1993 Repair ‘BOGIE SPRING’.
26.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 637 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
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24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 637 K’
20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 637 K’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

08.09.1995 Repair ‘VEHICLE COMPLETE’.
08.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 637 K’
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 637 K’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 637 K’

VQCX 638

Details: wagon ‘VQCX 638 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
04.10.1989 Repair ‘COUPLER COMPLETE’.
04.10.1989 Repair ‘END HOSE’.
04.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.10.1989 Repair ‘TRAIN PIPE (END)’.
04.10.1989 Repair ‘YOKE FOLLOWER’.
21.01.1993 Repair ‘HANDRAILS’.

VQCX 640

03.08.1989 Repair ‘BRAKE BLOCK RB95’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.05.1991 Repair ‘COUPLER KNUCKLE’.
21.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1991 Repair ‘TRAIN PIPE (END)’.
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30.03.1993 Reclassified from wagon ‘VQCX 640 F’ to ’ wagon ‘VQRF 16 M’.

VQCX 642

Details: wagon ‘VQCX 642 A’ in AN ‘Mainland Division’.

Owner: PTC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 642 T
BSG Code: VXQZ

Capacity of 61 tonnes

22.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1989 Repair ‘BOGIE COMPLETE’.
22.08.1989 Repair ‘COUPLER TRIGGER LEVER’.
22.08.1989 Repair ‘HANDRAILS END’.
22.08.1989 Repair ‘STEP’.
22.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.08.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 642 T’
25.10.1989 Repair ‘STEP’.
25.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 642 T’
04.01.1990 Repair ‘HANDRAILS END’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 642 T’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 642 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 642 T’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 642 T’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 642 T’
07.12.1995 Repair ‘VEHICLE COMPLETE’.
07.12.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 642 T’
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01.01.1996 Repair ‘VEHICLE COMPLETE’.
01.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 642 T’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 642 T’

VQCX 643

Details: wagon ‘VQCX 643 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX; EX RQCX 643 F
BSG Code: VXQZ

Capacity of 61 tonnes

26.11.1989 Repair ‘STEP’.
26.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 643 F’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
09.10.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 643 F’
17.02.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
17.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 643 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘RQCX 643 F’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 643 F’
31.01.1996 Repair ‘VEHICLE COMPLETE’.
31.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 643 F’
13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 643 F’
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19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 643 F’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 643 F’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 643 F’

VQCX 644

Details: wagon ‘VQCX 644 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 645

Details: wagon ‘VQCX 645 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1989 Repair ‘BOGIE COMPLETE’.
19.08.1989 Repair ‘VEHICLE COMPLETE’.
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19.08.1989 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE SPRING’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.

VQCX 646

Details: wagon ‘VQCX 646 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘END HOSE’.
18.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
18.03.1993 Repair ‘BRAKE LEVER’.
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Repair ‘COUPLER KNUCKLE’.

VQCX 648

Details: wagon ‘VQCX 648 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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18.04.1994 Reclassified from wagon ‘VQCX 648 X’ to ’ wagon ‘RQCX 648 E’.
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 648 E’

VQCX 650

Details: wagon ‘VQCX 650 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

04.02.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 651

Details: wagon ‘VQCX 651 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 652

Details: wagon ‘VQCX 652 X’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 652 E
BSG Code: VXQZ

Capacity of 61 tonnes

04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BOGIE COMPLETE’.
04.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.04.1990 Repair ‘HANDRAILS END’.
04.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 652 E’
01.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 652 E’
04.05.1992 Repair ‘STEP’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 652 E’
06.05.1993 Repair ‘STEP’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 652 E’
09.09.1993 Repair ‘VEHICLE COMPLETE’.
09.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 652 E’
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
01.10.1993 Repair ‘HAND RELEASE (AIR)’.
01.10.1993 Repair ‘VEHICLE COMPLETE’.
01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 652 E’
06.01.1994 Repair ‘BOGIE SPRING’.
06.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 652 E’
22.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1994 Repair ‘BOGIE SPRING’.
22.01.1994 Repair ‘COUPLER KNUCKLE’.
22.01.1994 Repair ‘EMPTY LOAD VALVE’.
22.01.1994 Repair ‘GRADE CONTROL VALVE’.
22.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 652 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 652 E’

21706



2.854. Wagon classification starting with ‘VQC’

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 652 E’
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 652 E’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 652 E’

VQCX 653

Details: wagon ‘VQCX 653 R’ in AN ‘Mainland Division’.

Owner: PTC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX / RQCY 653 R
BSG Code: VXQZ

Capacity of 61 tonnes

25.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 653 R’
12.01.1990 Repair ‘STEP’.
12.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 653 R’
21.05.1990 Repair ‘STEP’.
21.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 653 R’
09.12.1992 Repair ‘SIDE STEP’.
09.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 653 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
24.10.1994 Repair ‘VEHICLE RECLASSIFY’.
24.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 653 R’
24.10.1994 Alteration complete ‘FIT STUCKI RB42 CONSTANT CONTACT

SIDBEARERS TO STANDARD GAUGE BOGIES & PLACE UNDER WAGONS.
RECLASSIFY TO ‘RQCY’ RQCX 539 & 653. (RS4887)’. New class: ‘RQCY’.

27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 653 R’
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28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 653 R’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 653 R’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 653 R’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 653 R’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 653 R’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 653 R’
28.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 653 R’
30.09.1995 Repair ‘VEHICLE COMPLETE’.
30.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 653 R’
25.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 653 R’
07.10.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 653 R’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 653 R’

VQCX 654

Details: wagon ‘VQCX 654 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21708



2.854. Wagon classification starting with ‘VQC’

30.08.1990 Repair ‘HANDRAILS END’.
15.01.1994 Repair ‘YOKE CARRIER’.

VQCX 656

Details: wagon ‘VQCX 656 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
11.02.1992 Repair ‘GRADE CONTROL VALVE’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1992 Repair ‘WHEEL SET’.
23.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
03.04.1992 Repair ‘WHEEL SET’.
25.04.1992 Repair ‘END HOSE’.

VQCX 657

Details: wagon ‘VQCX 657 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.08.1990 Repair ‘STEP’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘COUPLER KNUCKLE’.
18.03.1991 Repair ‘STEP’.
24.08.1991 Repair ‘HANDRAILS END’.
09.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQCX 658

Details: wagon ‘VQCX 658 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 658 M
BSG Code: VXQZ

Capacity of 61 tonnes

29.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1989 Repair ‘BRAKE BLOCK RB95’.
29.08.1989 Repair ‘COUPLER KNUCKLE’.
29.08.1989 Repair ‘EMPTY LOAD VALVE’.
29.08.1989 Repair ‘GRADE CONTROL VALVE’.
29.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 658 M’
30.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 658 M’
14.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 658 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
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04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 658 M’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 658 M’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 658 M’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 658 M’
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 658 M’
20.07.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 658 M’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 658 M’

VQCX 659

Details: wagon ‘VQCX 659 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.03.1992 Repair ‘STEP’.
18.11.1992 Repair ‘STEP’.
19.03.1994 Repair ‘STEP’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 660

Details: wagon ‘VQCX 660 V’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 660R
BSG Code: VXQZ

Capacity of 61 tonnes

04.01.1990 Repair ‘BRAKE PIN’.
04.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 660 R’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BEARERS’.
15.10.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 660 R’
19.12.1992 Repair ‘END BRAKE COCK’.
19.12.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 660 R’
09.03.1993 Repair ‘HANDRAILS’.
09.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 660 R’
25.12.1993 Repair ‘HANDRAILS’.
25.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 660 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 660 R’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

05.06.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 660 R’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 660 R’

VQCX 662

11.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1992 Repair ‘COUPLER KNUCKLE’.
11.02.1992 Repair ‘EMPTY LOAD VALVE’.
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11.02.1992 Repair ‘GRADE CONTROL VALVE’.
11.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1992 Repair ‘WHEEL SET’.
14.04.1993 Reclassified from wagon ‘VQCX 662 Q’ to ’ wagon ‘VQRF 39 J’.

VQCX 663

Details: wagon ‘VQCX 663 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.09.1989 Repair ‘STEP’.
03.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.06.1991 Repair ‘HANDRAILS END’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘COUPLER KNUCKLE’.
29.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.04.1992 Repair ‘END HOSE’.

VQCX 665

Details: wagon ‘VQCX 665 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 665 Q’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 665 Q’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 665 Q’

VQCX 666

12.06.1990 Repair ‘TRAIN PIPE’.
18.07.1990 Repair ‘TRAIN PIPE (END)’.
28.07.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Repair ‘WHEEL SET’.
29.06.1992 Repair ‘STEP’.
14.04.1993 Reclassified from wagon ‘VQCX 666 G’ to ’ wagon ‘VQRF 27 G’.

VQCX 667

Details: wagon ‘VQCX 667 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQCX667L
BSG Code: VXQZ

Capacity of 61 tonnes

17.11.1991 Repair ‘STEP’.
17.11.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 667 L’
28.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1991 Repair ‘COUPLER KNUCKLE’.
28.11.1991 Repair ‘STEP’.
28.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 667 L’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 667 L’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
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21.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 667 L’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 667 L’
18.07.1995 Repair ‘VEHICLE COMPLETE’.
18.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 667 L’
06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 667 L’

VQCX 668

Details: wagon ‘VQCX 668 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.09.1990 Repair ‘END HOSE’.
14.11.1990 Repair ‘STEP’.

VQCX 669

Details: wagon ‘VQCX 669 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.08.1994 Repair ‘VEHICLE COMPLETE’.
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30.08.1994 Issued at location ‘Alice springs’ with a previous code of wagon
‘RQCX 669 G’

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 669 G’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 669 G’

VQCX 670

19.04.1994 Reclassified from wagon ‘VQCX 670 G’ to ’ wagon ‘RQCX 670 C’.

VQCX 671

01.04.1993 Reclassified from wagon ‘VQCX 671 P’ to ’ wagon ‘VQRF 22 H’.

VQCX 672

Details: wagon ‘VQCX 672 B’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 672 B; EX RQCX 672 U
BSG Code: VXQZ

Capacity of 61 tonnes

16.02.1990 Repair ‘END BRAKE COCK’.
26.11.1990 Repair ‘STEP’.
23.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1991 Repair ‘BRANCH PIPE’.
23.02.1991 Repair ‘EMPTY LOAD VALVE’.
23.02.1991 Repair ‘GRADE CONTROL VALVE’.
23.02.1991 Repair ‘STEP’.
02.07.1991 Repair ‘HANDRAILS END’.
08.01.1993 Repair ‘STEP’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.
07.03.1995 Repair ‘VEHICLE COMPLETE’.
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11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 672 U’
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 672 U’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 672 U’
11.10.1996 Repair ‘VEHICLE RECLASSIFY’.
11.10.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 672 U’

VQCX 673

Details: wagon ‘VQCX 673 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 673 G
BSG Code: VXQZ

Capacity of 61 tonnes

01.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.07.1989 Repair ‘BOGIE SPRING’.
01.07.1989 Repair ‘COUPLER KNUCKLE’.
01.07.1989 Repair ‘SIDE STEP’.
01.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 673 G’
15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
15.09.1989 Repair ‘HANDRAILS’.
15.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.09.1989 Repair ‘SIDE STEP’.
15.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 673 G’
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
31.08.1990 Repair ‘HANDRAILS END’.
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31.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
18.12.1990 Repair ‘TRAIN PIPE’.
18.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
07.06.1993 Repair ‘SIDE STEP’.
07.06.1993 Repair ‘STEP’.
07.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
18.10.1993 Repair ‘STEP’.
18.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 673 G’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 673 G’
06.07.1995 Repair ‘VEHICLE COMPLETE’.
06.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 673 G’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 673 G’
20.10.1995 Repair ‘VEHICLE RECLASSIFY’.
20.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 673 G’

VQCX 676

Details: wagon ‘VQCX 676 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

06.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1989 Repair ‘END HOSE’.
09.11.1989 Repair ‘TRAIN PIPE (END)’.
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘EMPTY LOAD VALVE’.
05.03.1991 Repair ‘GRADE CONTROL VALVE’.
05.03.1991 Repair ‘TRAIN PIPE (END)’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.

VQCX 680

Details: wagon ‘VQCX 680 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 680 K
BSG Code: VXQZ

Capacity of 61 tonnes

24.12.1989 Repair ‘BRAKE BLOCK RB95’.
24.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 680 K’
27.06.1990 Repair ‘STEP’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 680 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 680 K’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 680 K’
08.03.1996 Repair ‘VEHICLE COMPLETE’.
08.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 680 K’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 680 K’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 680 K’
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VQCX 682

Details: wagon ‘VQCX 682 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.08.1989 Repair ‘STEP’.
24.11.1991 Repair ‘BOGIE SPRING’.
09.12.1991 Repair ‘STEP’.
29.04.1992 Repair ‘END BRAKE COCK’.

VQCX 683

15.04.1994 Reclassified from wagon ‘VQCX 683 S’ to ’ wagon ‘RQCX 683 Y’.

VQCX 684

Details: wagon ‘VQCX 684 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE PULL ROD’.
20.10.1989 Repair ‘COUPLER KNUCKLE’.
20.10.1989 Repair ‘EMPTY LOAD VALVE’.
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20.10.1989 Repair ‘GRADE CONTROL VALVE’.
20.10.1989 Repair ‘VEHICLE COMPLETE’.
20.10.1989 Repair ‘WEAR PLATES & SADDLES’.
27.04.1991 Repair ‘STEP’.

VQCX 685

19.12.1991 Repair ‘STEP’.
26.03.1992 Repair ‘STEP’.
14.04.1993 Reclassified from wagon ‘VQCX 685 N’ to ’ wagon ‘VQRF 29 B’.

VQCX 686

Details: wagon ‘VQCX 686 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Repair ‘VEHICLE COMPLETE’.
20.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 686 S’
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCX 686 S’
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 686 S’
10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 686 S’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 686 S’

VQCX 689

Details: wagon ‘VQCX 689 D’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
11.11.1993 Repair ‘WHEEL SET’.
25.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1993 Repair ‘WHEEL SET’.

VQCX 692

Details: wagon ‘VQCX 692 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 692 N
BSG Code: VXQZ

Capacity of 61 tonnes

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE CONTROL PIPE’.
17.08.1990 Repair ‘BRANCH PIPE’.
17.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
17.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
03.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
10.02.1994 Repair ‘VEHICLE COMPLETE’.
10.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 692 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
29.08.1994 Repair ‘VEHICLE RECLASSIFY’.
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29.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon
‘RQCX 692 N’

04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

15.02.1995 Repair ‘VEHICLE COMPLETE’.
15.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 692 N’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 692 N’
10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 692 N’
21.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
01.12.1995 Repair ‘VEHICLE COMPLETE’.
01.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
26.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 692 N’
04.04.1996 Repair ‘VEHICLE COMPLETE’.
04.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 692 N’
14.05.1996 Repair ‘VEHICLE COMPLETE’.
14.05.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 692 N’
10.07.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 692 N’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 692 N’

VQCX 693

Details: wagon ‘VQCX 693 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

29.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1990 Repair ‘END HOSE’.
25.10.1991 Repair ‘TRAIN PIPE (END)’.

VQCX 694

Details: wagon ‘VQCX 694 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.11.1989 Repair ‘VEHICLE COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1990 Repair ‘BRAKE BLOCK RB95’.

VQCX 695

Details: wagon ‘VQCX 695 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.11.1989 Repair ‘VEHICLE COMPLETE’.
05.05.1990 Repair ‘STEP’.
12.03.1992 Repair ‘END HOSE’.
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VQCX 697

Details: wagon ‘VQCX 697 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.01.1990 Repair ‘STEP’.
11.02.1991 Repair ‘STEP’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 699

Details: wagon ‘VQCX 699 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.08.1989 Repair ‘END HOSE’.
05.05.1992 Repair ‘HANDRAILS END’.

VQCX 700

Details: wagon ‘VQCX 700 D’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 700 W
BSG Code: VXQZ

Capacity of 61 tonnes

27.11.1989 Repair ‘BRAKE BLOCK RB95’.
27.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 700 W’
29.11.1989 Repair ‘HANDRAILS END’.
29.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 700 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 700 W’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 700 W’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 700 W’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 700 W’
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 700 W’
24.12.1995 Repair ‘VEHICLE COMPLETE’.
24.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 700 W’
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 700 W’
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 700 W’
02.05.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 700 W’
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 700 W’
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VQCX 702

27.10.1994 Reclassified from wagon ‘VQCX 702 V’ to ’ wagon ‘RQCX 702 R’.

VQCX 703

21.05.1990 Repair ‘HANDRAILS’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘COUPLER KNUCKLE’.
05.06.1990 Repair ‘EMPTY LOAD VALVE’.
05.06.1990 Repair ‘GRADE CONTROL VALVE’.
05.06.1990 Repair ‘WHEEL SET’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
27.03.1993 Repair ‘SIDE SHEET’.
25.05.1993 Repair ‘SIDE STEP’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
16.02.1994 Repair ‘VEHICLE COMPLETE’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.

VQCX 704

21.08.1995 Reclassified from wagon ‘VQCX 704 Q’ to ’ wagon ‘RQCX 704 M’.

VQCX 705

11.08.1991 Repair ‘HANDRAILS END’.
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1992 Repair ‘COUPLER KNUCKLE’.
23.11.1992 Repair ‘EMPTY LOAD VALVE’.
23.11.1992 Repair ‘GRADE CONTROL VALVE’.
23.11.1992 Repair ‘WHEEL SET’.
14.04.1993 Reclassified from wagon ‘VQCX 705 C’ to ’ wagon ‘VQRF 33 B’.

VQCX 706

14.04.1993 Reclassified from wagon ‘VQCX 706 L’ to ’ wagon ‘VQRF 26 U’.

VQCX 707

Details: wagon ‘VQCX 707 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 707Q
BSG Code: VXQZ

Capacity of 61 tonnes

21.08.1989 Repair ‘HANDRAILS END’.
21.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 707 Q’
30.10.1989 Repair ‘STEP’.
30.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 707 Q’
13.03.1990 Repair ‘VEHICLE COMPLETE’.
13.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 707 Q’
26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 707 Q’
11.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 707 Q’
10.12.1990 Repair ‘STEP’.
10.12.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 707 Q’
06.03.1992 Repair ‘STEP’.
06.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 707 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 707 Q’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 707 Q’
05.01.1996 Repair ‘VEHICLE COMPLETE’.
05.01.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 707 Q’
10.01.1997 Repair ‘VEHICLE RECLASSIFY’.
10.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 707 Q’
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VQCX 708

27.10.1994 Reclassified from wagon ‘VQCX 708 G’ to ’ wagon ‘RQCX 708 C’.

VQCX 709

31.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.05.1993 Reclassified from wagon ‘VQCX 709 P’ to ’ wagon ‘VQRF 74 T’.

VQCX 710

22.04.1994 Reclassified from wagon ‘VQCX 710 L’ to ’ wagon ‘RQCX 710 H’.

VQCX 711

Details: wagon ‘VQCX 711 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

04.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 711 Q’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 711 Q’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 711 Q’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 711 Q’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 711 Q’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 711 Q’

VQCX 712

22.04.1994 Reclassified from wagon ‘VQCX 712 G’ to ’ wagon ‘RQCX 712 C’.
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VQCX 713

Details: wagon ‘VQCX 713 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX713 L
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCX 713 L’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

01.08.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 713 L’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 713 L’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 713 L’
12.08.1996 Repair ‘VEHICLE RECLASSIFY’.
12.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 713 L’

VQCX 714

Details: wagon ‘VQCX 714 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 716

26.05.1994 Reclassified from wagon ‘VQCX 716 T’ to ’ wagon ‘RQCX 716 P’.

VQCX 717

Details: wagon ‘VQCX 717 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.04.1990 Repair ‘HANDRAILS END’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘GRADE CONTROL VALVE’.

VQCX 718

Details: wagon ‘VQCX 718 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX RQCX 718 K
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

13.10.1994 Repair ‘VEHICLE RECLASSIFY’.
13.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 718 K’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 718 K’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 718 K’
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 718 K’
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 718 K’
13.02.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 718 K’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 718 K’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 718 K’

VQCX 719

Details: wagon ‘VQCX 719 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 719 T
BSG Code: VXQZ

Capacity of 61 tonnes

02.10.1989 Repair ‘END HOSE’.
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02.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 719 T’

15.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘COUPLER KNUCKLE’.
15.11.1993 Repair ‘SIDE STEP’.
15.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 719 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 719 T’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 719 T’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 719 T’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 719 T’
23.11.1995 Repair ‘VEHICLE COMPLETE’.
23.11.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 719 T’
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 719 T’
12.05.1996 Repair ‘VEHICLE COMPLETE’.
12.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 719 T’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 719 T’

VQCX 720

Details: wagon ‘VQCX 720 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 720 P
BSG Code: VXQZ
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Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 720 P’
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 720 P’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 720 P’

VQCX 721

Details: wagon ‘VQCX 721 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQCX721B
BSG Code: VXQZ

Capacity of 61 tonnes

24.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1990 Repair ‘BRAKE BLOCK RB95’.
24.07.1990 Repair ‘BRAKE LEVER’.
24.07.1990 Repair ‘BRAKE PULL ROD’.
24.07.1990 Repair ‘COUPLER KNUCKLE’.
24.07.1990 Repair ‘EMPTY LOAD VALVE’.
24.07.1990 Repair ‘GRADE CONTROL VALVE’.
24.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 721 B’
10.01.1991 Repair ‘HANDRAILS’.
10.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 721 B’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘COUPLER COMPLETE’.
13.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 721 B’
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28.04.1994 Repair ‘VEHICLE COMPLETE’.
28.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 721 B’
02.05.1994 Repair ‘VEHICLE RECLASSIFY’.
02.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 721 B’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 721 B’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 721 B’
14.03.1995 Repair ‘VEHICLE COMPLETE’.
14.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 721 B’
19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 721 B’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 721 B’
06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 721 B’

VQCX 723

Details: wagon ‘VQCX 723 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.12.1989 Repair ‘END BRAKE COCK’.
03.12.1989 Repair ‘END HOSE’.
03.12.1989 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1990 Repair ‘COUPLER COMPLETE’.
25.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1990 Repair ‘TRAIN PIPE (END)’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.
25.07.1990 Repair ‘VEHICLE COMPLETE’.

VQCX 725

Details: wagon ‘VQCX 725 S’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 725 Y
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 725 Y’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 725 Y’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 725 Y’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 725 Y’

VQCX 726

14.04.1993 Reclassified from wagon ‘VQCX 726 E’ to ’ wagon ‘VQRF 31 G’.

VQCX 727

Details: wagon ‘VQCX 727 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 728

Details: wagon ‘VQCX 728 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.10.1989 Repair ‘BRAKE BLOCK RB95’.
21.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.10.1989 Repair ‘BRAKE LEVER’.
21.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.10.1989 Repair ‘COUPLER KNUCKLE’.
21.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
21.10.1989 Repair ‘EMPTY LOAD VALVE’.
21.10.1989 Repair ‘GRADE CONTROL VALVE’.
21.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1989 Repair ‘YOKE CARRIER’.
07.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘EMPTY LOAD VALVE’.
14.01.1992 Repair ‘GRADE CONTROL VALVE’.
14.01.1992 Repair ‘ISOLATING COCK’.
18.02.1993 Repair ‘BRAKE LEVER’.

VQCX 729

Details: wagon ‘VQCX 729 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 729E
BSG Code: VXQZ

Capacity of 61 tonnes

04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 729 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
02.08.1994 Repair ‘VEHICLE RECLASSIFY’.
02.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 729 E’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 729 E’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

28.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 729 E’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 729 E’

VQCX 730

Details: wagon ‘VQCX 730 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

23.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1992 Repair ‘TOP CENTRE PLATE’.
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23.07.1992 Repair ‘WHEEL SET’.
23.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 730 A’
06.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1993 Repair ‘BOGIE SPRING’.
06.07.1993 Repair ‘BRAKE BLOCK RB95’.
06.07.1993 Repair ‘COUPLER KNUCKLE’.
06.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 730 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 730 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 730 A’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 730 A’

VQCX 732

Details: wagon ‘VQCX 732 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

08.05.1991 Repair ‘BRAKE BLOCK RB95’.
08.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 732 S’
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 732 S’
29.06.1995 Repair ‘VEHICLE COMPLETE’.
29.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 732 S’
15.08.1995 Repair ‘VEHICLE COMPLETE’.
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15.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 732 S’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 732 S’

VQCX 733

Details: wagon ‘VQCX 733 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 733E
BSG Code: VXQZ

Capacity of 61 tonnes

19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 733 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 733 E’
25.08.1994 Repair ‘VEHICLE RECLASSIFY’.
25.08.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 733 E’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 733 E’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 733 E’
13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 733 E’
21.03.1997 Repair ‘VEHICLE RECLASSIFY’.
21.03.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 733 E’

VQCX 734

Details: wagon ‘VQCX 734 R’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.08.1989 Repair ‘END HOSE’.
11.12.1990 Repair ‘BRAKE BLOCK RB95’.
30.04.1992 Repair ‘VEHICLE STENCILS’.

VQCX 735

Details: wagon ‘VQCX 735 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1989 Repair ‘BOGIE COMPLETE’.
26.10.1989 Repair ‘BRANCH PIPE’.
26.10.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.01.1990 Repair ‘STEP’.
28.02.1990 Repair ‘END HOSE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1990 Repair ‘TRAIN PIPE (END)’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘TWIST LOCK’.
02.08.1990 Repair ‘HANDRAILS END’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
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VQCX 736

Details: wagon ‘VQCX 736 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 736 X
BSG Code: VXQZ

Capacity of 61 tonnes

10.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.03.1990 Repair ‘BRAKE BLOCK RB95’.
10.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
10.03.1990 Repair ‘BRAKE LEVER’.
10.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.03.1990 Repair ‘COUPLER KNUCKLE’.
10.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
10.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.03.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.03.1990 Repair ‘EMPTY LOAD VALVE’.
10.03.1990 Repair ‘GRADE CONTROL VALVE’.
10.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.03.1990 Repair ‘YOKE COMPLETE’.
10.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 736 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 736 X’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 736 X’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 736 X’
19.02.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 736 X’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
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23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RQCX 736 X’

VQCX 737

Details: wagon ‘VQCX 737 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.02.1990 Repair ‘BRAKE BLOCK RB95’.
09.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.02.1990 Repair ‘COUPLER KNUCKLE’.
09.02.1990 Repair ‘EMPTY LOAD VALVE’.
09.02.1990 Repair ‘GRADE CONTROL VALVE’.
09.02.1990 Repair ‘WHEEL SET’.
05.03.1990 Repair ‘HANDRAILS END’.
27.01.1994 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.

VQCX 738

Details: wagon ‘VQCX 738 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1989 Repair ‘BOGIE BEARINGS’.
11.08.1989 Repair ‘HANDRAILS END’.
11.08.1989 Repair ‘VEHICLE SIGNS AND BRACKETS’.
05.03.1990 Repair ‘END HOSE’.

VQCX 741

21.09.1989 Repair ‘STEP’.
21.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 741 R’
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 741 R’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 741 R’
29.08.1995 Repair ‘VEHICLE RECLASSIFY’.
29.08.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 741 R’
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 741 R’
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 741 R’

VQCX 742

04.05.1994 Reclassified from wagon ‘VQCX 742 H’ to ’ wagon ‘RQCX 742 D’.

VQCX 743

Details: wagon ‘VQCX 743 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 743 M
BSG Code: VXQZ
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Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 743 M’
14.04.1994 Repair ‘VEHICLE COMPLETE’.
14.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 743 M’
18.04.1994 Repair ‘VEHICLE RECLASSIFY’.
18.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 743 M’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 743 M’
26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 743 M’
04.03.1996 Repair ‘VEHICLE COMPLETE’.
04.03.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 743 M’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 743 M’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 743 M’

VQCX 744

Details: wagon ‘VQCX 744 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 744 V
BSG Code: VXQZ

Capacity of 61 tonnes

26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 744 V’
19.03.1992 Repair ‘HANDRAILS END’.
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19.03.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 744 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 744 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

10.03.1995 Repair ‘VEHICLE COMPLETE’.
10.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 744 V’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 744 V’
24.02.1996 Repair ‘VEHICLE COMPLETE’.
24.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 744 V’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 744 V’

VQCX 745

Details: wagon ‘VQCX 745 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 745 H
BSG Code: VXQZ

Capacity of 61 tonnes

02.07.1990 Repair ‘COUPLER COMPLETE’.
02.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 745 H’
03.07.1990 Repair ‘TRAIN PIPE (END)’.
03.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 745 H’
10.07.1990 Repair ‘END SILL’.
10.07.1990 Repair ‘STRIKING CASTING’.
10.07.1990 Repair ‘TRAIN PIPE’.
10.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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10.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 745 H’
26.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 745 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 745 H’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 745 H’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 745 H’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

14.02.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 745 H’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 745 H’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 745 H’

VQCX 746

25.07.1991 Repair ‘TRAIN PIPE (END)’.
05.05.1992 Repair ‘HANDBRAKE HANDLE’.
14.04.1993 Reclassified from wagon ‘VQCX 746 U’ to ’ wagon ‘VQRF 28 P’.

VQCX 747

18.04.1994 Reclassified from wagon ‘VQCX 747 G’ to ’ wagon ‘RQCX 747 C’.

VQCX 748

30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New
class: ‘RQCX’.

17.08.1994 Reclassified from wagon ‘VQCX 748 P’ to ’ wagon ‘RQCX 748 L’.

VQCX 749

Details: wagon ‘VQCX 749 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 749 U
BSG Code: VXQZ

Capacity of 61 tonnes

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
22.06.1990 Repair ‘EMPTY LOAD VALVE’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘GRADE CONTROL VALVE’.
22.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 749 U’
29.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1993 Repair ‘COUPLER KNUCKLE’.
29.07.1993 Repair ‘VEHICLE COMPLETE’.
29.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 749 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Repair ‘VEHICLE RECLASSIFY’.
17.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 749 U’
17.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 749 U’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 749 U’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 749 U’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 749 U’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 749 U’
29.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 749 U’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 749 U’
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VQCX 750

29.09.1994 Reclassified from wagon ‘VQCX 750 U’ to ’ wagon ‘RQCX 750 Q’.

VQCX 751

Details: wagon ‘VQCX 751 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.07.1989 Repair ‘BRAKE PULL ROD’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.05.1990 Repair ‘COUPLER KNUCKLE’.
21.05.1990 Repair ‘EMPTY LOAD VALVE’.
21.05.1990 Repair ‘GRADE CONTROL VALVE’.
10.07.1990 Repair ‘STEP’.

VQCX 752

Details: wagon ‘VQCX 752 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

23.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VQCX 755

Details: wagon ‘VQCX 755 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.04.1992 Repair ‘HANDRAILS’.

VQCX 756

Details: wagon ‘VQCX 756 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCY 756 F
BSG Code: VXQZ

Capacity of 61 tonnes

21.02.1990 Repair ‘BRAKE BLOCK RB95’.
21.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 756 F’
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04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘END BRAKE COCK’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 756 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
17.01.1995 Repair ‘VEHICLE RECLASSIFY’.
17.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCY 756 F’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.03.1995 Repair ‘BOGIE BEARERS’.
02.03.1995 Repair ‘BOGIE COMPLETE’.
02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 756 F’
23.06.1995 Repair ‘VEHICLE COMPLETE’.
23.06.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 756 F’
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 756 F’
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCY 756 F’
08.01.1997 Repair ‘VEHICLE RECLASSIFY’.
08.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 756 F’

VQCX 757

Details: wagon ‘VQCX 757 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 757 K
BSG Code: VXQZ

Capacity of 61 tonnes

18.12.1990 Repair ‘END BRAKE COCK’.
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18.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 757 K’

25.09.1991 Repair ‘STEP’.
25.09.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 757 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
13.05.1994 Repair ‘VEHICLE RECLASSIFY’.
13.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 757 K’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 757 K’
16.08.1995 Repair ‘VEHICLE COMPLETE’.
16.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 757 K’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 757 K’

VQCX 758

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘COUPLER COMPLETE’.
08.01.1990 Repair ‘END SILL’.
21.03.1992 Repair ‘HANDRAILS END’.
14.04.1993 Reclassified from wagon ‘VQCX 758 A’ to ’ wagon ‘VQRF 36 F’.

VQCX 759

Details: wagon ‘VQCX 759 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.10.1989 Repair ‘BRANCH PIPE’.
26.04.1990 Repair ‘STEP’.
21.08.1991 Repair ‘HANDRAILS END’.
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1993 Repair ‘BOGIE SPRING’.
16.07.1993 Repair ‘BRAKE PULL ROD’.
16.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.07.1993 Repair ‘COUPLER KNUCKLE’.
16.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQCX 760

28.10.1994 Reclassified from wagon ‘VQCX 760 F’ to ’ wagon ‘RQCX 760 B’.

VQCX 762

Details: wagon ‘VQCX 762 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

14.05.1991 Repair ‘STEP’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 762 T’
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 762 T’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 762 T’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 762 T’
17.09.1995 Repair ‘VEHICLE COMPLETE’.
17.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 762 T’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 762 T’

VQCX 763

Details: wagon ‘VQCX 763 J’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 61 tonnes

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘BRAKE BLOCK RB95’.
19.06.1990 Repair ‘BRANCH PIPE’.
19.06.1990 Repair ‘VEHICLE COMPLETE’.

VQCX 764

Details: wagon ‘VQCX 764 S’ in AN ‘Mainland Division’.

Owner: PTC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX 764 S / RQCX 764 Y
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New
class: ‘RQCX’.

28.04.1994 Repair ‘STEP’.
02.06.1994 Repair ‘VEHICLE RECLASSIFY’.
02.06.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 764 Y’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 764 Y’
17.11.1994 Repair ‘VEHICLE COMPLETE’.
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17.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 764 Y’
18.11.1994 Repair ‘VEHICLE COMPLETE’.
18.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 764 Y’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 764 Y’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

07.06.1995 Repair ‘VEHICLE COMPLETE’.
07.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 764 Y’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 764 Y’

VQCX 765

Details: wagon ‘VQCX 765 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 766

Details: wagon ‘VQCX 766 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 766J
BSG Code: VXQZ
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Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 766 J’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 766 J’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 766 J’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 766 J’
09.01.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 766 J’
25.01.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 766 J’
26.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 766 J’
18.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 766 J’
08.08.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 766 J’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 766 J’

VQCX 767

Details: wagon ‘VQCX 767 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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VQCX 770

Details: wagon ‘VQCX 770 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 770 J
BSG Code: VXQZ

Capacity of 61 tonnes

26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘WHEEL SET’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 770 J’
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 770 J’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 770 J’
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 770 J’
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 770 J’

VQCX 771

Details: wagon ‘VQCX 771 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 771 S
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BSG Code: VXQZ

Capacity of 61 tonnes

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BEARINGS’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘WHEEL SET’.
19.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 771 S’
07.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1992 Repair ‘STEP’.
07.06.1992 Issued at location ‘Port Pirie’ with a previous code of wagon ‘RQCX 771 S’
04.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1992 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 771 S’
06.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.09.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
23.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 771 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.04.1994 Repair ‘VEHICLE RECLASSIFY’.
19.04.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 771 S’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 771 S’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 771 S’
28.05.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
31.05.1995 Repair ‘VEHICLE COMPLETE’.
31.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 771 S’
11.07.1995 Repair ‘VEHICLE COMPLETE’.
11.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 771 S’
03.09.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 771 S’
01.10.1996 Repair ‘VEHICLE RECLASSIFY’.
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01.10.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RQCX 771 S’

VQCX 772

Details: wagon ‘VQCX 772 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX 772 X; EX RQCX 772 E
BSG Code: VXQZ

Capacity of 61 tonnes

11.09.1990 Repair ‘STEP’.
10.10.1990 Repair ‘BOGIE BEARINGS’.
11.12.1990 Repair ‘STEP’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘COUPLER KNUCKLE’.
12.01.1994 Repair ‘EMPTY LOAD VALVE’.
12.01.1994 Repair ‘GRADE CONTROL VALVE’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.
16.05.1995 Repair ‘VEHICLE RECLASSIFY’.
16.05.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 772 E’
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 772 E’
08.04.1996 Repair ‘VEHICLE COMPLETE’.
08.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 772 E’
26.04.1996 Repair ‘VEHICLE COMPLETE’.
26.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 772 E’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 772 E’

VQCX 773

Details: wagon ‘VQCX 773 R’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 773 N
BSG Code: VXQZ

Capacity of 61 tonnes

10.06.1990 Repair ‘END BRAKE COCK’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 773 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 773 N’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 773 N’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 773 N’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 773 N’
27.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 773 N’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 773 N’

VQCX 774

27.05.1994 Reclassified from wagon ‘VQCX 774 D’ to ’ wagon ‘RQCX 774 W’.

VQCX 775

01.04.1993 Reclassified from wagon ‘VQCX 775 M’ to ’ wagon ‘VQRF 21 V’.

VQCX 776

Details: wagon ‘VQCX 776 V’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.10.1989 Repair ‘HANDRAILS END’.
27.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
27.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 777

Details: wagon ‘VQCX 777 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 777D
BSG Code: VXQZ

Capacity of 61 tonnes

26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 777 D’
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
14.08.1990 Repair ‘EMPTY LOAD VALVE’.
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14.08.1990 Repair ‘END HOSE’.
14.08.1990 Repair ‘GRADE CONTROL VALVE’.
14.08.1990 Repair ‘TRAIN PIPE (END)’.
14.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 777 D’
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.11.1991 Repair ‘BRAKE BLOCK RB95’.
29.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1991 Repair ‘COUPLER KNUCKLE’.
29.11.1991 Repair ‘EMPTY LOAD VALVE’.
29.11.1991 Repair ‘GRADE CONTROL VALVE’.
29.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 777 D’
25.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 777 D’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RQCX 777 D’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 777 D’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 777 D’
08.01.1996 Repair ‘VEHICLE COMPLETE’.
08.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 777 D’
02.03.1996 Repair ‘VEHICLE COMPLETE’.
02.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 777 D’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 777 D’

VQCX 778

Details: wagon ‘VQCX 778 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.02.1993 Repair ‘STEP’.
05.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
05.03.1993 Repair ‘BRAKE PIN’.
05.03.1993 Repair ‘HOSE FITTINGS’.
05.03.1993 Repair ‘VEHICLE COMPLETE’.
14.04.1993 Repair ‘VEHICLE COMPLETE’.
17.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1993 Repair ‘COUPLER KNUCKLE’.
17.08.1993 Repair ‘EMPTY LOAD VALVE’.
17.08.1993 Repair ‘GRADE CONTROL VALVE’.
17.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 779

Details: wagon ‘VQCX 779 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 779 V
BSG Code: VXQZ

Capacity of 61 tonnes

05.12.1990 Repair ‘END HOSE’.
05.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 779 V’
18.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 779 V’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘Whyalla’ with a previous code of wagon ‘RQCX 779 V’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 779 V’
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02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 779 V’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 779 V’

VQCX 780

13.05.1994 Reclassified from wagon ‘VQCX 780 V’ to ’ wagon ‘RQCX 780 R’.

VQCX 781

17.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.09.1992 Repair ‘COUPLER KNUCKLE’.
17.09.1992 Repair ‘HANDBRAKE HANDLE’.
06.03.1993 Reclassified from wagon ‘VQCX 781 H’ to ’ wagon ‘VQRF 3 A’.

VQCX 782

02.03.1990 Repair ‘YOKE CARRIER’.
01.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1990 Repair ‘TRAIN PIPE (END)’.
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1990 Repair ‘VEHICLE COMPLETE’.
26.04.1993 Reclassified from wagon ‘VQCX 782 Q’ to ’ wagon ‘VQRF 70 G’.

VQCX 783

Details: wagon ‘VQCX 783 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.03.1991 Repair ‘STEP’.
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20.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQCX 783 V’

26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 783 V’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 783 V’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 783 V’

VQCX 786

Details: wagon ‘VQCX 786 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

04.01.1990 Repair ‘HANDRAILS END’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE COMPLETE’.
07.05.1992 Repair ‘COUPLER COMPLETE’.
07.05.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
30.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQCX 788

09.05.1994 Reclassified from wagon ‘VQCX 788 B’ to ’ wagon ‘RQCX 788 U’.

VQCX 789

Details: wagon ‘VQCX 789 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BRAKE LEVER’.
18.12.1990 Repair ‘BRAKE PIN’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘END HOSE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.06.1992 Repair ‘BRAKE LEVER’.
23.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1992 Repair ‘VEHICLE COMPLETE’.
23.06.1992 Repair ‘WHEEL SET’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.
29.10.1993 Repair ‘WEAR PLATES & SADDLES’.

VQCX 790

Details: wagon ‘VQCX 790 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 790 C
BSG Code: VXQZ

Capacity of 61 tonnes
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13.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1989 Repair ‘BOGIE COMPLETE’.
13.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.12.1989 Repair ‘COUPLER KNUCKLE’.
13.12.1989 Repair ‘EMPTY LOAD VALVE’.
13.12.1989 Repair ‘GRADE CONTROL VALVE’.
13.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 790 C’
24.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1991 Repair ‘BRAKE LEVER’.
24.04.1991 Repair ‘COUPLER KNUCKLE’.
24.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1991 Repair ‘EMPTY LOAD VALVE’.
24.04.1991 Repair ‘GRADE CONTROL VALVE’.
24.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 790 C’
07.05.1992 Repair ‘LASHING POINT’.
07.05.1992 Repair ‘STEP’.
07.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 790 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 790 C’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

13.06.1995 Repair ‘VEHICLE COMPLETE’.
13.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 790 C’
16.06.1995 Repair ‘VEHICLE COMPLETE’.
16.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 790 C’
18.03.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 790 C’
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 790 C’
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 790 C’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 790 C’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 790 C’

VQCX 791

Details: wagon ‘VQCX 791 P’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.11.1991 Repair ‘STEP’.

VQCX 794

09.05.1994 Reclassified from wagon ‘VQCX 794 T’ to ’ wagon ‘RQCX 794 P’.

VQCX 795

Details: wagon ‘VQCX 795 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

31.07.1989 Repair ‘COUPLER COMPLETE’.
27.01.1990 Repair ‘STEP’.
03.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.11.1992 Repair ‘STEP’.
25.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.

VQCX 796

Details: wagon ‘VQCX 796 Y’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 796
BSG Code: VXQZ

Capacity of 61 tonnes

16.05.1991 Repair ‘HANDRAILS END’.
16.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 796 K’
29.10.1991 Repair ‘END HOSE’.
29.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 796 K’
24.10.1995 Repair ‘VEHICLE RECLASSIFY’.
24.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 796 K’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 796 K’

VQCX 797

Details: wagon ‘VQCX 797 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BOGIE FRICTION WEDGE’.
21.12.1989 Repair ‘STEP’.
25.10.1991 Repair ‘COUPLER COMPLETE’.
17.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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VQCX 798

Details: wagon ‘VQCX 798 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BRAKE CONTROL PIPE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘GRADE CONTROL VALVE’.
26.09.1989 Repair ‘NYLON HOSE’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.02.1990 Repair ‘STEP’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE PULL ROD’.
16.03.1990 Repair ‘COUPLER KNUCKLE’.
16.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.03.1990 Repair ‘LASHING POINT’.
16.03.1990 Repair ‘STEP’.
16.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1990 Repair ‘VEHICLE STENCILS’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘BRANCH PIPE’.
09.04.1992 Repair ‘COUPLER KNUCKLE’.
09.04.1992 Repair ‘END HOSE’.

VQCX 800

Details: wagon ‘VQCX 800 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 582 V
BSG Code: VXQZ

Capacity of 61 tonnes

14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE COMPLETE’.
14.10.1992 Repair ‘COUPLER KNUCKLE’.
14.10.1992 Repair ‘EMPTY LOAD VALVE’.
14.10.1992 Repair ‘GRADE CONTROL VALVE’.
14.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 800 G’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 800 G’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 800 G’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 800 G’
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 800 G’
12.04.1996 Repair ‘VEHICLE COMPLETE’.
12.04.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 800 G’
17.04.1996 Repair ‘VEHICLE COMPLETE’.
17.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 800 G’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 800 G’

VQCX 801

Details: wagon ‘VQCX 801 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.07.1990 Repair ‘TRAIN PIPE (END)’.
26.07.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 801 P’
12.12.1990 Repair ‘STEP’.
12.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 801 P’
03.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 801 P’
26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘BRAKE BLOCK RB95’.
26.07.1991 Repair ‘BRAKE LEVER’.
26.07.1991 Repair ‘BRAKE PULL ROD’.
26.07.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.07.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1991 Repair ‘EMPTY LOAD VALVE’.
26.07.1991 Repair ‘GRADE CONTROL VALVE’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 801 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 801 P’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 801 P’

VQCX 802

Details: wagon ‘VQCX 802 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 802 B
BSG Code: VXQZ

Capacity of 61 tonnes

07.08.1989 Repair ‘HANDRAILS END’.
07.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 802 B’
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘TRAIN PIPE (END)’.
06.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 802 B’
02.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 802 B’
14.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1991 Repair ‘COUPLER KNUCKLE’.
14.12.1991 Repair ‘EMPTY LOAD VALVE’.
14.12.1991 Repair ‘GRADE CONTROL VALVE’.
14.12.1991 Repair ‘WHEEL SET’.
14.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 802 B’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 802 B’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 802 B’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 802 B’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 802 B’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 802 B’
15.07.1995 Repair ‘VEHICLE COMPLETE’.
15.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 802 B’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 802 B’

VQCX 803

13.06.1994 Reclassified from wagon ‘VQCX 803 Y’ to ’ wagon ‘RQCX 803 K’.

VQCX 804

Details: wagon ‘VQCX 804 A’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.05.1990 Repair ‘STEP’.

VQCX 805

Details: wagon ‘VQCX 805 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘BOGIE SPRING’.
10.09.1992 Repair ‘COUPLER KNUCKLE’.
10.09.1992 Repair ‘EMPTY LOAD VALVE’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 808

Details: wagon ‘VQCX 808 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 809

09.06.1991 Repair ‘END BRAKE COCK’.
06.10.1993 Reclassified from wagon ‘VQCX 809 W’ to ’ wagon ‘VQRF 55 M’.

VQCX 812

22.04.1994 Reclassified from wagon ‘VQCX 812 N’ to ’ wagon ‘RQCX 812 J’.

VQCX 814

Details: wagon ‘VQCX 814 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX, EX RQCY 814X
BSG Code: VXQZ

Capacity of 61 tonnes

12.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 814 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 814 X’
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCY 814 X’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 814 X’
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14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.02.1995 Repair ‘BOGIE BEARERS’.
23.02.1995 Repair ‘BOGIE COMPLETE’.
23.02.1995 Repair ‘VEHICLE RECLASSIFY’.
23.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 814 X’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 814 X’
02.12.1995 Repair ‘VEHICLE COMPLETE’.
02.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 814 X’
29.01.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 814 X’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 814 X’

VQCX 815

Details: wagon ‘VQCX 815 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 815 N
BSG Code: VXQZ

Capacity of 61 tonnes

10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘COUPLER COMPLETE’.
10.07.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 815 N’
03.09.1991 Repair ‘BRAKE PULL ROD’.
03.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 815 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
29.09.1994 Repair ‘VEHICLE RECLASSIFY’.
29.09.1994 Issued at location ‘Acacia Ridge’ with a previous code of wagon

‘RQCX 815 N’
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13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 815 N’
12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 815 N’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 815 N’
17.08.1995 Repair ‘VEHICLE COMPLETE’.
17.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 815 N’
27.08.1995 Repair ‘VEHICLE COMPLETE’.
27.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 815 N’
22.07.1996 Repair ‘VEHICLE RECLASSIFY’.
22.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 815 N’

VQCX 816

Details: wagon ‘VQCX 816 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1990 Repair ‘BRAKE BLOCK RB95’.
01.02.1990 Repair ‘BRAKE PIN’.
01.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
01.02.1990 Repair ‘BRANCH PIPE’.
01.02.1990 Repair ‘COUPLER KNUCKLE’.
01.02.1990 Repair ‘EMPTY LOAD VALVE’.
01.02.1990 Repair ‘GRADE CONTROL VALVE’.
01.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘STEP’.
19.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 816 W’
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20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1990 Repair ‘BOGIE COMPLETE’.
20.11.1990 Repair ‘BRAKE LEVER’.
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
13.05.1991 Repair ‘HANDRAILS END’.
13.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 816 W’
26.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1994 Repair ‘COUPLER KNUCKLE’.
26.01.1994 Repair ‘VEHICLE CHECK LETTER ADDED’.
26.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 816 W’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 816 W’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 816 W’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 816 W’

VQCX 817

16.01.1995 Reclassified from wagon ‘VQCX 817 M’ to ’ wagon ‘RQCX 817 X’.

VQCX 818

Details: wagon ‘VQCX 818 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 818 R
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BSG Code: VXQZ

Capacity of 61 tonnes

04.09.1994 Repair ‘VEHICLE RECLASSIFY’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 818 R’
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 818 R’

VQCX 819

Details: wagon ‘VQCX 819 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCY 819 H
BSG Code: VXQZ

Capacity of 61 tonnes

02.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1990 Repair ‘BRAKE PULL ROD’.
02.07.1990 Repair ‘COUPLER KNUCKLE’.
02.07.1990 Repair ‘EMPTY LOAD VALVE’.
02.07.1990 Repair ‘GRADE CONTROL VALVE’.
02.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 819 H’
20.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 819 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 819 H’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 819 H’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
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02.03.1995 Repair ‘BOGIE BEARERS’.
02.03.1995 Repair ‘BOGIE COMPLETE’.
02.03.1995 Repair ‘VEHICLE RECLASSIFY’.
02.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 819 H’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 819 H’
01.05.1995 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 819 H’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 819 H’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCY 819 H’
24.05.1996 Repair ‘VEHICLE COMPLETE’.
24.05.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 819 H’
20.11.1996 Repair ‘VEHICLE RECLASSIFY’.
20.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 819 H’

VQCX 820

Details: wagon ‘VQCX 820 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 820 W
BSG Code: VXQZ

Capacity of 61 tonnes

16.10.1989 Repair ‘END HOSE’.
16.10.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 820 W’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 820 W’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 820 W’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
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10.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 820 W’
15.08.1995 Repair ‘VEHICLE COMPLETE’.
15.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 820 W’
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 820 W’

VQCX 821

Details: wagon ‘VQCX 821 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

24.04.1991 Repair ‘HANDRAILS’.

VQCX 822

Details: wagon ‘VQCX 822 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

25.07.1990 Repair ‘COUPLER KNUCKLE PIN’.
23.11.1994 Repair ‘VEHICLE COMPLETE’.
24.11.1994 Repair ‘VEHICLE COMPLETE’.
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VQCX 824

Details: wagon ‘VQCX 824 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1991 Repair ‘VEHICLE COMPLETE’.
27.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1991 Repair ‘BOGIE BOLSTER’.
30.07.1991 Repair ‘BOGIE COMPLETE’.
30.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
30.07.1991 Repair ‘BRAKE BLOCK RB95’.
30.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.07.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
16.05.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 825

Details: wagon ‘VQCX 825 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 825 V’
01.09.1994 Repair ‘VEHICLE COMPLETE’.
01.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 825 V’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 825 V’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 825 V’
21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 825 V’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 825 V’

VQCX 826

Details: wagon ‘VQCX 826 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.02.1992 Repair ‘BOGIE SPRING’.
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
28.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 827

Details: wagon ‘VQCX 827 U’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQCX827Q
BSG Code: VXQZ

Capacity of 61 tonnes

26.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.05.1990 Repair ‘COUPLER KNUCKLE’.
26.05.1990 Repair ‘EMPTY LOAD VALVE’.
26.05.1990 Repair ‘GRADE CONTROL VALVE’.
26.05.1990 Repair ‘VEHICLE COMPLETE’.
26.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
28.07.1993 Repair ‘YOKE PIN’.
28.07.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 827 Q’
11.03.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 827 Q’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 827 Q’
13.08.1994 Repair ‘VEHICLE RECLASSIFY’.
13.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
15.08.1994 Repair ‘VEHICLE COMPLETE’.
15.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 827 Q’
06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 827 Q’
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VQCX 828

Details: wagon ‘VQCX 828 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 829

Details: wagon ‘VQCX 829 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.09.1989 Repair ‘HANDRAILS END’.

VQCX 830

Details: wagon ‘VQCX 830 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
15.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQCX 831

Details: wagon ‘VQCX 831 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE COMPLETE’.
02.04.1990 Repair ‘BRAKE LEVER’.
02.04.1990 Repair ‘BRANCH PIPE’.
02.04.1990 Repair ‘COUPLER COMPLETE’.
02.04.1990 Repair ‘SIDE BEARER’.
02.04.1990 Repair ‘TOP CENTRE PLATE’.
02.04.1990 Repair ‘TRAIN PIPE (END)’.
02.04.1990 Repair ‘YOKE COMPLETE’.
17.04.1990 Repair ‘VEHICLE COMPLETE’.

VQCX 832

Details: wagon ‘VQCX 832 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

06.05.1991 Repair ‘STEP’.

VQCX 833

Details: wagon ‘VQCX 833 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.09.1989 Repair ‘END HOSE’.
19.11.1989 Repair ‘END BRAKE COCK’.
26.06.1994 Repair ‘VEHICLE COMPLETE’.
03.09.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 834

Details: wagon ‘VQCX 834 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 61 tonnes

18.01.1990 Repair ‘STEP’.

VQCX 835

Details: wagon ‘VQCX 835 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.09.1989 Repair ‘WEAR PLATES & SADDLES’.
28.12.1989 Repair ‘END HOSE’.

VQCX 836

Details: wagon ‘VQCX 836 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 836 P
BSG Code: VXQZ

Capacity of 61 tonnes

03.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.07.1989 Repair ‘TRAIN PIPE’.
03.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 836 P’
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22.08.1990 Repair ‘HANDRAILS END’.
22.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘COUPLER COMPLETE’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
03.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1991 Repair ‘TOP CENTRE PLATE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Repair ‘VEHICLE COMPLETE’.
03.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.06.1994 Repair ‘VEHICLE RECLASSIFY’.
07.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 836 P’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

28.05.1995 Repair ‘VEHICLE COMPLETE’.
28.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 836 P’
25.08.1995 Repair ‘VEHICLE COMPLETE’.
25.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
18.10.1995 Repair ‘VEHICLE COMPLETE’.
18.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 836 P’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 836 P’
06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 836 P’
10.01.1997 Repair ‘VEHICLE RECLASSIFY’.
10.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 836 P’

VQCX 837

Details: wagon ‘VQCX 837 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

06.10.1990 Repair ‘YOKE CARRIER’.
20.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VQCX 838

Details: wagon ‘VQCX 838 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘BRAKE PULL ROD’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VQCX 839

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘BRAKE LEVER’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘EMPTY LOAD VALVE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.03.1990 Repair ‘END BRAKE COCK’.
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09.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
09.03.1990 Repair ‘VEHICLE COMPLETE’.
01.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.04.1993 Reclassified from wagon ‘VQCX 839 A’ to ’ wagon ‘VQRF 72 B’.

VQCX 840

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE COMPLETE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘END COMPLETE’.
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1990 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.04.1991 Repair ‘BRAKE LEVER’.
27.04.1991 Repair ‘BRAKE PULL ROD’.
27.04.1991 Repair ‘TOP CENTRE PLATE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘VEHICLE COMPLETE’.
27.04.1991 Repair ‘WHEEL SET’.
28.10.1992 Repair ‘COUPLER COMPLETE’.
28.10.1992 Repair ‘COUPLER KNUCKLE’.
28.10.1992 Repair ‘COUPLER KNUCKLE PIN’.
28.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.10.1993 Repair ‘BRAKE SPRING’.
12.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1994 Repair ‘RETENSION END CAP SCREW - PACK. UNIT BRG’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’. New

class: ‘RQCX’.

VQCX 841

Details: wagon ‘VQCX 841 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.04.1990 Repair ‘HANDRAILS END’.
04.04.1991 Repair ‘STEP’.
13.05.1991 Repair ‘STEP’.

VQCX 842

Details: wagon ‘VQCX 842 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 749 U
BSG Code: VXQZ

Capacity of 61 tonnes

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘END BRAKE COCK’.
14.11.1989 Repair ‘YOKE CARRIER’.
14.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 842 K’
18.12.1989 Repair ‘STEP’.
18.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 842 K’
29.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 842 K’
25.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 842 K’
16.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 842 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
04.05.1994 Repair ‘VEHICLE RECLASSIFY’.
04.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQCX 842 K’
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 842 K’

21792



2.854. Wagon classification starting with ‘VQC’

14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 842 K’
26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 842 K’
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 842 K’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 842 K’

VQCX 843

Details: wagon ‘VQCX 843 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1990 Repair ‘BOGIE COMPLETE’.
17.03.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.03.1990 Repair ‘COUPLER KNUCKLE’.
17.03.1990 Repair ‘COUPLER KNUCKLE PIN’.
17.03.1990 Repair ‘EMPTY LOAD VALVE’.
17.03.1990 Repair ‘GRADE CONTROL VALVE’.
18.10.1991 Repair ‘HANDRAILS END’.
27.01.1992 Repair ‘HANDRAILS END’.
07.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQCX 844

Details: wagon ‘VQCX 844 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 844
BSG Code: VXQZ

Capacity of 61 tonnes

20.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.09.1991 Repair ‘BOGIE COMPLETE’.
20.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 844 F’
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 844 F’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 844 F’
22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 844 F’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 844 F’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 844 F’

VQCX 845

19.09.1994 Reclassified from wagon ‘VQCX 845 S’ to ’ wagon ‘RQCX 845 Y’.

VQCX 846

Details: wagon ‘VQCX 846 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX846A
BSG Code: VXQZ
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Capacity of 61 tonnes

24.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1990 Repair ‘BRAKE BLOCK RB95’.
24.05.1990 Repair ‘BRANCH PIPE’.
24.05.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
24.05.1990 Repair ‘COUPLER KNUCKLE’.
24.05.1990 Repair ‘EMPTY LOAD VALVE’.
24.05.1990 Repair ‘GRADE CONTROL VALVE’.
24.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 846 A’
03.06.1991 Repair ‘STEP’.
03.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 846 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 846 A’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 846 A’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 846 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.04.1995 Repair ‘VEHICLE COMPLETE’.
20.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 846 A’
30.11.1995 Repair ‘VEHICLE COMPLETE’.
30.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 846 A’
17.12.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 846 A’

VQCX 848

Details: wagon ‘VQCX 848 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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03.07.1989 Repair ‘BRAKE BLOCK RB95’.
06.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE BLOCK RB95’.
30.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1989 Repair ‘STEP’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
11.01.1990 Repair ‘STEP’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.06.1992 Repair ‘BRAKE LEVER’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 849

Details: wagon ‘VQCX 849 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

10.05.1990 Repair ‘HANDRAILS END’.
05.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.06.1991 Repair ‘VEHICLE COMPLETE’.
20.02.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BRAKE BLOCK RB95’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
08.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQCX 850

Details: wagon ‘VQCX 850 E’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.08.1989 Repair ‘BRAKE LEVER’.
02.08.1989 Repair ‘BRAKE PIN’.
02.08.1989 Repair ‘BRAKE PULL ROD’.
02.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.08.1989 Repair ‘COUPLER KNUCKLE’.
02.08.1989 Repair ‘EMPTY LOAD VALVE’.
02.08.1989 Repair ‘GRADE CONTROL VALVE’.
02.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1990 Repair ‘BOGIE COMPLETE’.
16.03.1990 Repair ‘BRAKE CONTROL PIPE’.
16.03.1990 Repair ‘BRANCH PIPE’.
16.03.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
19.10.1990 Repair ‘COUPLER COMPLETE’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 851

Details: wagon ‘VQCX 851 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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07.04.1990 Repair ‘HANDRAILS END’.
07.04.1990 Repair ‘SIDE STEP’.
13.04.1990 Repair ‘END BRAKE COCK’.
13.04.1990 Repair ‘END HOSE’.
13.04.1990 Repair ‘TRAIN PIPE (END)’.
21.04.1990 Repair ‘END BRAKE COCK’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Repair ‘TRAIN PIPE (END)’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘BRANCH PIPE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.
02.11.1990 Repair ‘STEP’.
03.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.04.1992 Repair ‘BOGIE COMPLETE’.
03.04.1992 Repair ‘COUPLER COMPLETE’.
03.04.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.04.1992 Repair ‘COUPLER KNUCKLE’.
03.04.1992 Repair ‘COUPLER KNUCKLE PIN’.
03.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.04.1992 Repair ‘COUPLER TRIGGER LEVER’.
03.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
03.04.1992 Repair ‘STEP’.
03.04.1992 Repair ‘TRAIN PIPE (END)’.
03.04.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.04.1992 Repair ‘YOKE CARRIER’.
03.04.1992 Repair ‘YOKE COMPLETE’.
03.04.1992 Repair ‘YOKE FOLLOWER’.
03.04.1992 Repair ‘YOKE PIN’.

VQCX 852

Details: wagon ‘VQCX 852 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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07.06.1990 Repair ‘HANDRAILS END’.
13.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQCX 853

Details: wagon ‘VQCX 853 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.09.1991 Repair ‘HANDRAILS END’.

VQCX 854

Details: wagon ‘VQCX 854 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 854 N
BSG Code: VXQZ

Capacity of 61 tonnes

01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BRANCH PIPE’.
01.10.1993 Repair ‘COUPLER KNUCKLE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
01.10.1993 Repair ‘GRADE CONTROL VALVE’.
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01.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 854 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 854 N’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 854 N’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 854 N’
27.04.1996 Repair ‘VEHICLE COMPLETE’.
27.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 854 N’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 854 N’

VQCX 855

Details: wagon ‘VQCX 855 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 855 W
BSG Code: VXQZ

Capacity of 61 tonnes

23.07.1991 Repair ‘END HOSE’.
23.07.1991 Repair ‘TRAIN PIPE (END)’.
23.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 855 W’
23.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 855 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 855 W’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
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21.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 855 W’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

12.11.1995 Repair ‘VEHICLE COMPLETE’.
12.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 855 W’
28.12.1995 Repair ‘VEHICLE COMPLETE’.
28.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 855 W’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 855 W’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 855 W’

VQCX 856

Details: wagon ‘VQCX 856 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘END BRAKE COCK’.
17.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.

VQCX 857

Details: wagon ‘VQCX 857 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

05.10.1990 Repair ‘STEP’.
05.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 857 R’
14.11.1994 Repair ‘VEHICLE RECLASSIFY’.
14.11.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQCX 857 R’
09.07.1995 Repair ‘VEHICLE COMPLETE’.
09.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 857 R’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 857 R’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 857 R’

VQCX 858

Details: wagon ‘VQCX 858 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘VEHICLE STENCILS’.
03.01.1990 Repair ‘STEP’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE BEARERS’.
09.01.1990 Repair ‘SIDE BEARER’.
16.07.1993 Repair ‘STEP’.
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VQCX 859

Details: wagon ‘VQCX 859 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.05.1990 Repair ‘END HOSE’.
16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘TWIST LOCK’.

VQCX 860

Details: wagon ‘VQCX 860 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX
BSG Code: VXQZ

Capacity of 61 tonnes

02.06.1991 Repair ‘END BRAKE COCK’.
02.06.1991 Repair ‘NYLON HOSE’.
02.06.1991 Repair ‘TRAIN PIPE (END)’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 860 X’
02.03.1992 Repair ‘STEP’.
02.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 860 X’
02.11.1994 Repair ‘VEHICLE RECLASSIFY’.
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02.11.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon
‘RQCX 860 X’

05.09.1995 Repair ‘VEHICLE COMPLETE’.
05.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 860 X’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 860 X’

VQCX 861

Details: wagon ‘VQCX 861 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 862

Details: wagon ‘VQCX 862 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.11.1989 Repair ‘HANDRAILS END’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.
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VQCX 866

Details: wagon ‘VQCX 866 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.05.1991 Repair ‘END BRAKE COCK’.
17.05.1991 Repair ‘END HOSE’.
17.05.1991 Repair ‘TRAIN PIPE (END)’.
12.04.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
24.04.1992 Repair ‘STEP’.
06.05.1993 Repair ‘STEP’.

VQCX 867

Details: wagon ‘VQCX 867 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 868

Details: wagon ‘VQCX 868 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.02.1990 Repair ‘HANDRAILS END’.
12.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1990 Repair ‘BRANCH PIPE’.
12.02.1990 Repair ‘COUPLER KNUCKLE’.
12.02.1990 Repair ‘EMPTY LOAD VALVE’.
12.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.02.1990 Repair ‘HANDRAILS END’.
05.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VQCX 869

Details: wagon ‘VQCX 869 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 869 U
BSG Code: VXQZ

Capacity of 61 tonnes

01.05.1992 Repair ‘HANDRAILS END’.
01.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 869 U’
01.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 869 U’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 869 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
11.06.1994 Repair ‘VEHICLE RECLASSIFY’.
11.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 869 U’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 869 U’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 869 U’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 869 U’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 869 U’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 869 U’

VQCX 870

Details: wagon ‘VQCX 870 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.04.1992 Repair ‘YOKE CARRIER’.

VQCX 871

Details: wagon ‘VQCX 871 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.12.1989 Repair ‘END BRAKE COCK’.
16.12.1989 Repair ‘END HOSE’.
16.12.1989 Repair ‘TRAIN PIPE (END)’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 873

Details: wagon ‘VQCX 873 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 873 U
BSG Code: VXQZ

Capacity of 61 tonnes

11.12.1989 Repair ‘END BRAKE COCK’.
11.12.1989 Repair ‘END HOSE’.
11.12.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 873 U’
24.08.1991 Repair ‘HANDRAILS END’.
24.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 873 U’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 873 U’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.
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07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 873 U’
25.09.1995 Repair ‘VEHICLE COMPLETE’.
25.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 873 U’
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 873 U’

VQCX 874

Details: wagon ‘VQCX 874 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.07.1989 Repair ‘END HOSE’.
15.07.1989 Repair ‘BRAKE BLOCK RB95’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘BOGIE BEARINGS’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
08.12.1990 Repair ‘BRAKE BLOCK RB95’.

VQCX 875

Details: wagon ‘VQCX 875 T’ in AN ‘Mainland Division’.

Owner: PTC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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Remarks: EX RQCY 875 T
BSG Code: VXQZ

Capacity of 61 tonnes

20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 875 T’
14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI

RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

03.03.1995 Repair ‘BOGIE BEARERS’.
03.03.1995 Repair ‘BOGIE COMPLETE’.
03.03.1995 Repair ‘VEHICLE RECLASSIFY’.
03.03.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 875 T’
06.06.1995 Repair ‘VEHICLE COMPLETE’.
06.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 875 T’
22.06.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 875 T’
23.02.1996 Repair ‘VEHICLE COMPLETE’.
23.02.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQCY 875 T’
09.03.1996 Repair ‘VEHICLE COMPLETE’.
09.03.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 875 T’
01.02.1997 Repair ‘VEHICLE RECLASSIFY’.
01.02.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 875 T’

VQCX 876

Details: wagon ‘VQCX 876 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.12.1989 Repair ‘END BRAKE COCK’.
05.12.1989 Repair ‘END HOSE’.
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05.12.1989 Repair ‘TRAIN PIPE (END)’.
26.01.1990 Repair ‘HANDRAILS END’.
11.02.1990 Repair ‘END HOSE’.
06.11.1990 Repair ‘BOGIE BEARINGS’.
02.07.1993 Repair ‘HANDRAILS’.

VQCX 877

Details: wagon ‘VQCX 877 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.10.1990 Repair ‘STEP’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1990 Repair ‘BRAKE LEVER’.
17.12.1990 Repair ‘BRANCH PIPE’.
17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘EMPTY LOAD VALVE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.

VQCX 878

19.04.1994 Reclassified from wagon ‘VQCX 878 A’ to ’ wagon ‘RQCX 878 T’.

VQCX 879

Details: wagon ‘VQCX 879 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

17.10.1989 Repair ‘END HOSE’.
10.11.1989 Repair ‘END BRAKE COCK’.
10.11.1989 Repair ‘END HOSE’.
10.11.1989 Repair ‘TRAIN PIPE (END)’.
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
28.03.1995 Repair ‘VEHICLE COMPLETE’.

VQCX 880

Details: wagon ‘VQCX 880 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

12.10.1989 Repair ‘HANDRAILS END’.
12.10.1989 Repair ‘STEP’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Repair ‘STEP’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 881

Details: wagon ‘VQCX 881 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 881 K
BSG Code: VXQZ

Capacity of 61 tonnes

01.12.1989 Repair ‘STEP’.
01.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 881 K’
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 881 K’
04.04.1992 Repair ‘STEP’.
04.04.1992 Repair ‘STEP’.
04.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 881 K’
19.03.1994 Repair ‘VEHICLE COMPLETE’.
19.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 881 K’
22.03.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 881 K’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 881 K’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 881 K’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 881 K’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 881 K’
07.06.1996 Repair ‘VEHICLE COMPLETE’.
07.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 881 K’
01.07.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 881 K’
20.11.1996 Repair ‘VEHICLE RECLASSIFY’.
20.11.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 881 K’

VQCX 882

Details: wagon ‘VQCX 882 A’ in AN ‘Mainland Division’.

21813



2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

02.08.1990 Repair ‘COUPLER COMPLETE’.
04.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1990 Repair ‘COUPLER COMPLETE’.
04.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VQCX 883

Details: wagon ‘VQCX 883 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘END BRAKE COCK’.
01.08.1989 Repair ‘TRAIN PIPE (END)’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BRANCH PIPE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘VEHICLE COMPLETE’.
22.01.1993 Repair ‘BOGIE BEARINGS’.
22.01.1993 Repair ‘BRAKE BLOCK RB95’.
22.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1993 Repair ‘WEAR PLATES & SADDLES’.
18.07.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Repair ‘VEHICLE COMPLETE’.
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VQCX 885

Details: wagon ‘VQCX 885 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.11.1989 Repair ‘BRAKE BLOCK RB95’.
18.02.1990 Repair ‘END BRAKE COCK’.
06.07.1990 Repair ‘HANDRAILS’.
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘HANDRAILS END’.
02.09.1991 Repair ‘STEP’.

VQCX 886

Details: wagon ‘VQCX 886 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.09.1989 Repair ‘HANDBRAKE HANDLE’.
01.09.1989 Repair ‘SIDE MEMBER’.
01.09.1989 Repair ‘TWIST LOCK’.
26.04.1990 Repair ‘TRAIN PIPE (END)’.
13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘BOGIE BEARINGS’.
13.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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13.09.1990 Repair ‘BOGIE COMPLETE’.
13.09.1990 Repair ‘SIDE BEARER’.
13.09.1990 Repair ‘SIDE STEP’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
13.09.1990 Repair ‘VEHICLE COMPLETE’.
27.01.1992 Repair ‘HANDRAILS END’.
14.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.02.1992 Repair ‘BOGIE COMPLETE’.
14.02.1992 Repair ‘BRANCH PIPE’.
14.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘WHEEL SET’.
10.12.1993 Repair ‘WHEEL SET’.

VQCX 887

Details: wagon ‘VQCX 887 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

27.08.1990 Repair ‘STEP’.
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BOGIE COMPLETE’.
17.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.03.1992 Repair ‘BRAKE BLOCK RB95’.
14.12.1992 Repair ‘STRIKING CASTING’.
27.08.1993 Repair ‘BOGIE SIDEFRAME’.

VQCX 889

Details: wagon ‘VQCX 889 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘STEP’.
08.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1993 Repair ‘STEP’.

VQCX 890

Details: wagon ‘VQCX 890 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

28.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1989 Repair ‘COUPLER COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.
28.11.1989 Repair ‘VEHICLE COMPLETE’.

VQCX 891

Details: wagon ‘VQCX 891 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 891S
BSG Code: VXQZ

Capacity of 61 tonnes

20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 891 S’
20.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 891 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 891 S’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 891 S’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

05.12.1995 Repair ‘VEHICLE COMPLETE’.
05.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 891 S’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 891 S’
28.03.1996 Repair ‘VEHICLE COMPLETE’.
28.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 891 S’
30.04.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 891 S’
02.05.1996 Repair ‘VEHICLE COMPLETE’.
02.05.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 891 S’
10.08.1996 Repair ‘VEHICLE COMPLETE’.
10.08.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 891 S’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 891 S’

VQCX 892

Details: wagon ‘VQCX 892 X’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

10.08.1990 Repair ‘HANDRAILS END’.
12.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1990 Repair ‘BRANCH PIPE’.
12.12.1990 Repair ‘TRAIN PIPE (END)’.

VQCX 893

Details: wagon ‘VQCX 893 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.10.1989 Repair ‘END HOSE’.
18.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 893 N’
19.06.1992 Repair ‘STEP’.
19.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 893 N’
26.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
26.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 893 N’
01.03.1993 Repair ‘STEP’.
01.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 893 N’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 893 N’
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
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20.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 893 N’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 893 N’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 893 N’
21.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 893 N’
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 893 N’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 893 N’

VQCX 894

Details: wagon ‘VQCX 894 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.11.1989 Repair ‘COUPLER KNUCKLE’.
13.11.1989 Repair ‘EMPTY LOAD VALVE’.
13.11.1989 Repair ‘GRADE CONTROL VALVE’.
13.11.1989 Repair ‘WHEEL SET’.
14.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.06.1990 Repair ‘BOGIE SPRING’.
29.06.1990 Repair ‘BRAKE BLOCK RB95’.
29.06.1990 Repair ‘COUPLER KNUCKLE’.
29.06.1990 Repair ‘EMPTY LOAD VALVE’.
29.06.1990 Repair ‘GRADE CONTROL VALVE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.08.1990 Repair ‘COUPLER KNUCKLE’.
29.08.1990 Repair ‘EMPTY LOAD VALVE’.
29.08.1990 Repair ‘GRADE CONTROL VALVE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
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VQCX 895

Details: wagon ‘VQCX 895 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

09.11.1990 Repair ‘BOGIE BEARINGS’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 896

Details: wagon ‘VQCX 896 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

09.11.1989 Repair ‘VEHICLE STENCILS’.
20.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
20.12.1989 Repair ‘END BRAKE COCK’.
29.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Repair ‘COUPLER KNUCKLE’.
29.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
29.05.1990 Repair ‘VEHICLE COMPLETE’.
12.10.1990 Repair ‘TRAIN PIPE (END)’.
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12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘HANDRAILS’.
07.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 897

Details: wagon ‘VQCX 897 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.04.1990 Repair ‘STEP’.
23.07.1990 Repair ‘TWIST LOCK’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 898

Details: wagon ‘VQCX 898 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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03.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
03.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.
03.05.1991 Repair ‘VEHICLE COMPLETE’.

VQCX 899

Details: wagon ‘VQCX 899 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.11.1992 Repair ‘HANDRAILS’.

VQCX 900

Details: wagon ‘VQCX 900 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 901

Details: wagon ‘VQCX 901 D’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 901 W
BSG Code: VXQZ

Capacity of 61 tonnes

19.01.1990 Repair ‘END BRAKE COCK’.
19.01.1990 Repair ‘END HOSE’.
19.01.1990 Repair ‘TRAIN PIPE (END)’.
19.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 901 W’
15.11.1990 Repair ‘HANDRAILS’.
15.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 901 W’
17.04.1991 Repair ‘STEP’.
17.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 901 W’
04.05.1992 Repair ‘AXLEBOX’.
04.05.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 901 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 901 W’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 901 W’
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 901 W’
14.11.1995 Repair ‘VEHICLE COMPLETE’.
14.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 901 W’
04.12.1995 Repair ‘VEHICLE COMPLETE’.
04.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 901 W’
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 901 W’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
23.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 901 W’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 901 W’
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VQCX 902

02.09.1995 Reclassified from wagon ‘VQCX 902 M’ to ’ wagon ‘RQCX 902 X’.

VQCX 903

Details: wagon ‘VQCX 903 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 904

Details: wagon ‘VQCX 904 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1991 Repair ‘BRAKE LEVER’.
21.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1991 Repair ‘VEHICLE COMPLETE’.
24.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.07.1991 Repair ‘BRANCH PIPE’.
24.07.1991 Repair ‘COUPLER KNUCKLE’.
24.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
24.07.1991 Repair ‘EMPTY LOAD VALVE’.
24.07.1991 Repair ‘GRADE CONTROL VALVE’.

21825



2. TIMS GROUP INFORMATION - WAGONS

VQCX 905

10.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VQCX 907

Details: wagon ‘VQCX 907 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 908

Details: wagon ‘VQCX 908 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 908 Q
BSG Code: VXQZ

Capacity of 61 tonnes

13.08.1989 Repair ‘HANDRAILS’.
13.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 908 Q’
01.10.1991 Repair ‘SIDE STEP’.
01.10.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 908 Q’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
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12.04.1994 Repair ‘VEHICLE RECLASSIFY’.
12.04.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQCX 908 Q’
13.02.1995 Repair ‘VEHICLE COMPLETE’.
13.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 908 Q’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 908 Q’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 908 Q’
20.07.1995 Repair ‘VEHICLE COMPLETE’.
20.07.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 908 Q’
27.07.1995 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 908 Q’
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 908 Q’
11.03.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 908 Q’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 908 Q’

VQCX 909

Details: wagon ‘VQCX 909 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘HANDRAILS END’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
19.08.1990 Repair ‘HANDRAILS END’.
15.12.1992 Repair ‘STEP’.
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VQCX 910

Details: wagon ‘VQCX 910 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.02.1990 Repair ‘END HOSE’.
20.02.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 910 V’
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 910 V’
24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 910 V’
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 910 V’
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 910 V’
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 910 V’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 910 V’

VQCX 911

Details: wagon ‘VQCX 911 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VQCX 911 H
BSG Code: VXQZ

Capacity of 61 tonnes

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BRAKE BLOCK RB95’.
19.10.1989 Repair ‘TOP CENTRE PLATE’.
19.10.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 911 H’
24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘HANDRAILS END’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 911 H’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
29.05.1994 Repair ‘VEHICLE COMPLETE’.
29.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 911 H’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 911 H’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 911 H’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 911 H’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 911 H’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

06.10.1995 Repair ‘VEHICLE COMPLETE’.
06.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 911 H’
20.10.1995 Repair ‘VEHICLE COMPLETE’.
20.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 911 H’
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 911 H’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 911 H’
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 911 H’
25.07.1996 Repair ‘VEHICLE RECLASSIFY’.
25.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 911 H’

VQCX 913

Details: wagon ‘VQCX 913 G’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX913C
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

03.05.1994 Repair ‘VEHICLE RECLASSIFY’.
03.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 913 C’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 913 C’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.10.1995 Repair ‘VEHICLE COMPLETE’.
11.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 913 C’
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 913 C’
26.01.1996 Repair ‘VEHICLE COMPLETE’.
26.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 913 C’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 913 C’

VQCX 914

Details: wagon ‘VQCX 914 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXQZ

Capacity of 61 tonnes

16.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 914 L’
12.03.1993 Repair ‘BRANCH PIPE’.
12.03.1993 Repair ‘STEP’.
12.03.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 914 L’
05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRAKE BLOCK RB95’.
05.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.07.1993 Repair ‘TRAIN PIPE (END)’.
05.07.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 914 L’
23.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 914 L’
15.09.1995 Repair ‘VEHICLE COMPLETE’.
15.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 914 L’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 914 L’

VQCX 915

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE SPRING’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
01.04.1990 Repair ‘SIDE STEP’.
06.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.02.1991 Repair ‘STEP’.
09.04.1993 Reclassified from wagon ‘VQCX 915 B’ to ’ wagon ‘VQRF 25 L’.

VQCX 916

Details: wagon ‘VQCX 916 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

07.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1993 Repair ‘COUPLER COMPLETE’.
09.08.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.08.1993 Repair ‘YOKE CARRIER’.
09.08.1993 Repair ‘YOKE COMPLETE’.
28.02.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 917

Details: wagon ‘VQCX 917 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 917 P
BSG Code: VXQZ

Capacity of 61 tonnes

30.10.1989 Repair ‘HANDRAILS END’.
30.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 917 P’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
07.09.1994 Repair ‘VEHICLE RECLASSIFY’.
07.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQCX 917 P’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

18.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 917 P’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 917 P’

21832



2.854. Wagon classification starting with ‘VQC’

VQCX 918

04.04.1991 Repair ‘STEP’.
15.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.05.1991 Repair ‘BRANCH PIPE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
15.05.1991 Repair ‘VEHICLE COMPLETE’.
09.04.1993 Reclassified from wagon ‘VQCX 918 F’ to ’ wagon ‘VQRF 24 C’.

VQCX 919

Details: wagon ‘VQCX 919 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1989 Repair ‘TRAIN PIPE (END)’.
16.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Repair ‘VEHICLE COMPLETE’.

VQCX 920

Details: wagon ‘VQCX 920 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.08.1989 Repair ‘END HOSE’.
03.03.1990 Repair ‘HANDRAILS END’.
06.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQCX 921

Details: wagon ‘VQCX 921 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCY921T
BSG Code: VXQZ

Capacity of 61 tonnes

22.06.1990 Repair ‘STEP’.
22.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCY 921 T’
11.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1991 Repair ‘END BRAKE COCK’.
11.10.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
11.10.1991 Repair ‘STEP’.
11.10.1991 Repair ‘VEHICLE COMPLETE’.
11.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 921 T’
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE COMPLETE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘EMPTY LOAD VALVE’.
25.01.1994 Repair ‘GRADE CONTROL VALVE’.
25.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 921 T’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
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20.07.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCY 921 T’

14.02.1995 Alteration complete ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI
RB-14 CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

25.02.1995 Repair ‘BOGIE BEARERS’.
25.02.1995 Repair ‘BOGIE COMPLETE’.
25.02.1995 Repair ‘VEHICLE RECLASSIFY’.
25.02.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQCY 921 T’
19.08.1995 Repair ‘VEHICLE COMPLETE’.
19.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 921 T’
26.09.1995 Repair ‘VEHICLE COMPLETE’.
26.09.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 921 T’
03.10.1995 Repair ‘VEHICLE COMPLETE’.
03.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 921 T’
18.12.1995 Repair ‘VEHICLE COMPLETE’.
18.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 921 T’
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCY 921 T’
26.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCY 921 T’
23.09.1996 Repair ‘VEHICLE RECLASSIFY’.
23.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCY 921 T’

VQCX 922

01.07.1994 Reclassified from wagon ‘VQCX 922 F’ to ’ wagon ‘RQCX 922 B’.

VQCX 924

Details: wagon ‘VQCX 924 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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12.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQCX 925

08.11.1989 Repair ‘TRAIN PIPE’.
30.06.1991 Repair ‘HANDRAILS END’.
14.04.1993 Reclassified from wagon ‘VQCX 925 J’ to ’ wagon ‘VQRF 32 P’.

VQCX 926

25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
25.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
30.03.1993 Reclassified from wagon ‘VQCX 926 S’ to ’ wagon ‘VQRF 15 D’.

VQCX 927

Details: wagon ‘VQCX 927 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 927 A
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

25.04.1994 Repair ‘VEHICLE COMPLETE’.
25.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 927 A’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 927 A’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

23.05.1995 Repair ‘VEHICLE COMPLETE’.
23.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 927 A’
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30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 927 A’
29.10.1995 Repair ‘VEHICLE COMPLETE’.
29.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 927 A’
06.01.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 927 A’
12.07.1996 Repair ‘VEHICLE COMPLETE’.
12.07.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 927 A’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 927 A’

VQCX 928

20.05.1992 Repair ‘END BRAKE COCK’.
20.05.1992 Repair ‘TRAIN PIPE (END)’.
02.08.1992 Repair ‘SIDE STEP’.
02.08.1992 Repair ‘STEP’.
14.04.1993 Reclassified from wagon ‘VQCX 928 N’ to ’ wagon ‘VQRF 38 A’.

VQCX 929

Details: wagon ‘VQCX 929 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

12.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1990 Repair ‘BRANCH PIPE’.
12.03.1990 Repair ‘COUPLER COMPLETE’.
12.03.1990 Repair ‘EMPTY LOAD VALVE’.
12.03.1990 Repair ‘GRADE CONTROL VALVE’.
12.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 929 S’
21.05.1990 Repair ‘COUPLER KNUCKLE PIN’.
21.05.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 929 S’
02.06.1990 Repair ‘END BRAKE COCK’.
02.06.1990 Repair ‘END HOSE’.
02.06.1990 Repair ‘TRAIN PIPE (END)’.
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02.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 929 S’
03.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
03.05.1991 Repair ‘COUPLER KNUCKLE’.
03.05.1991 Repair ‘EMPTY LOAD VALVE’.
03.05.1991 Repair ‘GRADE CONTROL VALVE’.
03.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 929 S’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 929 S’
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Mount gambier’ with a previous code of wagon

‘RQCX 929 S’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 929 S’
04.09.1995 Repair ‘VEHICLE COMPLETE’.
04.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 929 S’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 929 S’

VQCX 930

Details: wagon ‘VQCX 930 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQCX930Y
BSG Code: VXQZ

Capacity of 61 tonnes

02.11.1989 Repair ‘END BRAKE COCK’.
02.11.1989 Repair ‘END HOSE’.
02.11.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 930 Y’
10.12.1989 Repair ‘BRAKE BLOCK RB95’.
10.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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10.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQCX 930 Y’

18.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
18.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 930 Y’
26.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 930 Y’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 930 Y’
23.04.1995 Repair ‘VEHICLE COMPLETE’.
23.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 930 Y’
14.07.1995 Repair ‘VEHICLE COMPLETE’.
14.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 930 Y’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
31.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 930 Y’
06.10.1995 Repair ‘VEHICLE RECLASSIFY’.
06.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 930 Y’

VQCX 931

Details: wagon ‘VQCX 931 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 931 A
BSG Code: VXQZ

Capacity of 61 tonnes

15.10.1992 Repair ‘HANDRAILS’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 931 A’
19.12.1993 Repair ‘BRAKE PIN’.
19.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 931 A’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
21.04.1994 Repair ‘VEHICLE RECLASSIFY’.
21.04.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQCX 931 A’
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14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14
CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

02.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 931 A’
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 931 A’
26.08.1995 Repair ‘VEHICLE COMPLETE’.
26.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 931 A’
16.10.1995 Repair ‘VEHICLE COMPLETE’.
16.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 931 A’
19.08.1996 Repair ‘VEHICLE RECLASSIFY’.
19.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 931 A’

VQCX 932

10.01.1990 Repair ‘BRAKE BLOCK RB95’.
19.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1993 Reclassified from wagon ‘VQCX 932 N’ to ’ wagon ‘VQRF 73 K’.

VQCX 933

Details: wagon ‘VQCX 933 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

27.09.1989 Repair ‘END HOSE’.
27.09.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 933 S’
08.11.1991 Repair ‘STEP’.
08.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 933 S’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 933 S’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
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12.07.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon
‘RQCX 933 S’

21.08.1995 Repair ‘VEHICLE COMPLETE’.
21.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 933 S’
31.10.1995 Repair ‘VEHICLE RECLASSIFY’.
31.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 933 S’

VQCX 934

Details: wagon ‘VQCX 934 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

07.04.1990 Repair ‘STEP’.
19.07.1990 Repair ‘STEP’.
20.07.1990 Repair ‘HANDRAILS’.
20.07.1990 Repair ‘HANDRAILS END’.
10.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 935

Details: wagon ‘VQCX 935 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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05.11.1989 Repair ‘STEP’.
20.10.1990 Repair ‘HANDRAILS END’.

VQCX 936

Details: wagon ‘VQCX 936 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.03.1990 Repair ‘END HOSE’.
01.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 936 W’
09.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1990 Repair ‘BOGIE COMPLETE’.
09.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQCX 936 W’
22.09.1993 Repair ‘BOGIE SIDEFRAME’.
22.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 936 W’
12.11.1993 Repair ‘BRAKE PIN’.
12.11.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 936 W’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 936 W’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 936 W’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 936 W’
17.10.1995 Repair ‘VEHICLE RECLASSIFY’.
17.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 936 W’

VQCX 937

Details: wagon ‘VQCX 937 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Repair ‘END BRAKE COCK’.
24.11.1989 Repair ‘END HOSE’.
24.11.1989 Repair ‘TRAIN PIPE (END)’.
24.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 937 X’
05.02.1990 Repair ‘STEP’.
05.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 937 X’
10.06.1990 Repair ‘STEP’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 937 X’
16.07.1990 Repair ‘END HOSE’.
16.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 937 X’
12.02.1993 Repair ‘STEP’.
12.02.1993 Issued at location ‘Mile End’ with a previous code of wagon ‘RQCX 937 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
03.02.1995 Repair ‘VEHICLE COMPLETE’.
03.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 937 X’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 937 X’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

16.05.1995 Repair ‘VEHICLE COMPLETE’.
16.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 937 X’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 937 X’

VQCX 938

Details: wagon ‘VQCX 938 V’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 938
BSG Code: VXQZ

Capacity of 61 tonnes

18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Repair ‘VEHICLE RECLASSIFY’.
18.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 938 R’
30.12.1994 Repair ‘VEHICLE COMPLETE’.
30.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 938 R’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 938 R’
13.10.1995 Repair ‘VEHICLE RECLASSIFY’.
13.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 938 R’

VQCX 939

Details: wagon ‘VQCX 939 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

22.02.1990 Repair ‘HANDRAILS END’.
19.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1992 Repair ‘BOGIE FRICTION WEDGE’.
19.10.1992 Repair ‘VEHICLE COMPLETE’.

VQCX 940

Details: wagon ‘VQCX 940 D’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1989 Repair ‘BOGIE COMPLETE’.
22.10.1990 Repair ‘STEP’.
05.10.1993 Repair ‘STEP’.

VQCX 941

09.04.1993 Reclassified from wagon ‘VQCX 941 M’ to ’ wagon ‘VQRF 18 H’.

VQCX 942

Details: wagon ‘VQCX 942 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 942 R
BSG Code: VXQZ

Capacity of 61 tonnes

25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1992 Repair ‘BRAKE BLOCK RB95’.
25.08.1992 Repair ‘BRAKE LEVER’.
25.08.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘HANDRAILS END’.
25.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 942 R’
26.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.05.1993 Repair ‘COUPLER KNUCKLE’.
26.05.1993 Repair ‘EMPTY LOAD VALVE’.
26.05.1993 Repair ‘GRADE CONTROL VALVE’.
26.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 942 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
19.06.1994 Repair ‘VEHICLE COMPLETE’.
19.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 942 R’
02.07.1994 Repair ‘VEHICLE COMPLETE’.
02.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 942 R’
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 942 R’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 942 R’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

22.04.1995 Repair ‘VEHICLE COMPLETE’.
22.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 942 R’
26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 942 R’
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 942 R’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
28.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 942 R’
17.12.1996 Repair ‘VEHICLE RECLASSIFY’.
17.12.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 942 R’

VQCX 943

22.08.1994 Reclassified from wagon ‘VQCX 943 H’ to ’ wagon ‘RQCX 943 D’.

VQCX 944

Details: wagon ‘VQCX 944 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 944 M
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQCX 944 M’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 944 M’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 944 M’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 944 M’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 944 M’
06.06.1996 Repair ‘VEHICLE COMPLETE’.
06.06.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 944 M’
30.07.1996 Repair ‘VEHICLE RECLASSIFY’.
30.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 944 M’

VQCX 945

Details: wagon ‘VQCX 945 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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VQCX 946

Details: wagon ‘VQCX 946 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE SIDEFRAME’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
20.02.1990 Repair ‘TRAIN PIPE (END)’.
08.12.1990 Repair ‘HANDRAILS END’.

VQCX 947

Details: wagon ‘VQCX 947 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.05.1990 Repair ‘STEP’.
13.11.1992 Repair ‘STEP’.

VQCX 948

Details: wagon ‘VQCX 948 G’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 948 C
BSG Code: VXQZ

Capacity of 61 tonnes

23.09.1993 Repair ‘HANDRAILS’.
23.09.1993 Repair ‘STEP’.
23.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 948 C’
23.09.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 948 C’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
26.05.1994 Repair ‘VEHICLE RECLASSIFY’.
26.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 948 C’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 948 C’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 948 C’
13.04.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 948 C’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 948 C’
05.08.1995 Repair ‘VEHICLE COMPLETE’.
05.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 948 C’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 948 C’
16.07.1996 Repair ‘VEHICLE RECLASSIFY’.
16.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 948 C’

VQCX 949

Details: wagon ‘VQCX 949 P’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 949L
BSG Code: VXQZ

Capacity of 61 tonnes

09.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.09.1989 Repair ‘BRAKE BLOCK RB95’.
09.09.1989 Repair ‘COUPLER KNUCKLE’.
09.09.1989 Repair ‘END BRAKE COCK’.
09.09.1989 Repair ‘END HOSE’.
09.09.1989 Repair ‘TRAIN PIPE (END)’.
09.09.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 949 L’
14.09.1989 Repair ‘END HOSE’.
14.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 949 L’
19.01.1990 Repair ‘HANDRAILS END’.
19.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 949 L’
01.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 949 L’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 949 L’
30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.

New class: ‘RQCX’.
28.05.1994 Repair ‘VEHICLE RECLASSIFY’.
28.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQCX 949 L’
10.09.1994 Repair ‘VEHICLE COMPLETE’.
10.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 949 L’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 949 L’
20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 949 L’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQCX 949 L’
31.08.1995 Repair ‘VEHICLE COMPLETE’.
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31.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 949 L’
10.01.1997 Repair ‘VEHICLE RECLASSIFY’.
10.01.1997 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 949 L’

VQCX 950

Details: wagon ‘VQCX 950 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.11.1990 Repair ‘BRAKE LEVER’.

VQCX 951

Details: wagon ‘VQCX 951 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQCX 951Q
BSG Code: VXQZ

Capacity of 61 tonnes

03.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 951 Q’
02.06.1991 Repair ‘HANDRAILS END’.
02.06.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQCX 951 Q’
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30.03.1994 Alteration complete ‘RECLASSIFY ‘AQCX’ & ‘VQCX’ TO ‘RQCX’ (NRC018)’.
New class: ‘RQCX’.

15.06.1994 Repair ‘VEHICLE RECLASSIFY’.
15.06.1994 Issued at location ‘Parkes’ with a previous code of wagon ‘RQCX 951 Q’
14.02.1995 Alteration ‘FIT 50T HIGH SPEED S.G. BOGIES WITH STUCKI RB-14

CCSB‘S TO APPROX 150 NO. RQCX/RQCY WAGONS. RECLASSIFY AS
NECESSARY TO RQCY. (RS4896)’. New class: ‘RQCY’.

04.07.1995 Repair ‘VEHICLE COMPLETE’.
04.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 951 Q’
10.07.1995 Repair ‘VEHICLE COMPLETE’.
10.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 951 Q’
01.03.1996 Repair ‘VEHICLE COMPLETE’.
01.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQCX 951 Q’
18.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQCX 951 Q’
05.08.1996 Repair ‘VEHICLE RECLASSIFY’.
05.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQCX 951 Q’

VQCX 952

Details: wagon ‘VQCX 952 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 953

Details: wagon ‘VQCX 953 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

25.08.1992 Repair ‘END BRAKE COCK’.
25.08.1992 Repair ‘END HOSE’.
25.08.1992 Repair ‘TRAIN PIPE (END)’.
23.03.1995 Repair ‘VEHICLE COMPLETE’.

VQCX 954

Details: wagon ‘VQCX 954 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.12.1989 Repair ‘STEP’.

VQCX 958

Details: wagon ‘VQCX 958 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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06.10.1991 Repair ‘BRAKE BLOCK RB95’.
25.02.1992 Repair ‘HANDRAILS END’.

VQCX 959

Details: wagon ‘VQCX 959 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

16.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1990 Repair ‘BOGIE BEARINGS’.
16.07.1990 Repair ‘BRAKE BLOCK RB95’.
16.07.1990 Repair ‘COUPLER KNUCKLE’.
16.07.1990 Repair ‘EMPTY LOAD VALVE’.
16.07.1990 Repair ‘END BRAKE COCK’.
16.07.1990 Repair ‘END HOSE’.
16.07.1990 Repair ‘GRADE CONTROL VALVE’.
16.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1990 Repair ‘TRAIN PIPE (END)’.
13.03.1992 Repair ‘STEP’.

VQCX 960

Details: wagon ‘VQCX 960 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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27.04.1990 Repair ‘HANDRAILS END’.

VQCX 961

Details: wagon ‘VQCX 961 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

20.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.02.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 962

Details: wagon ‘VQCX 962 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

27.07.1990 Repair ‘TWIST LOCK’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.
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VQCX 963

18.04.1994 Reclassified from wagon ‘VQCX 963 A’ to ’ wagon ‘RQCX 963 T’.

VQCX 964

Details: wagon ‘VQCX 964 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.09.1989 Repair ‘END BRAKE COCK’.
11.06.1990 Repair ‘STEP’.
29.06.1993 Repair ‘BRAKE BLOCK RB101’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 965

Details: wagon ‘VQCX 965 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘EMPTY LOAD VALVE’.
08.08.1989 Repair ‘GRADE CONTROL VALVE’.
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08.08.1989 Repair ‘WHEEL SET’.
02.05.1993 Repair ‘END BRAKE COCK’.
02.05.1993 Repair ‘END HOSE’.
06.10.1993 Repair ‘STEP’.

VQCX 966

Details: wagon ‘VQCX 966 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.12.1991 Repair ‘EMPTY LOAD VALVE’.
13.12.1991 Repair ‘GRADE CONTROL VALVE’.
25.03.1994 Repair ‘VEHICLE COMPLETE’.

VQCX 967

Details: wagon ‘VQCX 967 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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VQCX 969

Details: wagon ‘VQCX 969 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.06.1990 Repair ‘TRAIN PIPE’.
27.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.

VQCX 970

Details: wagon ‘VQCX 970 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 971

Details: wagon ‘VQCX 971 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.12.1987
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 61 tonnes

24.04.1990 Repair ‘STEP’.
24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1992 Repair ‘COUPLER KNUCKLE’.
24.07.1992 Repair ‘WHEEL SET’.

VQCX 972

Details: wagon ‘VQCX 972 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21.02.1990 Repair ‘HANDRAILS’.

VQCX 973

Details: wagon ‘VQCX 973 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.10.1990 Repair ‘STEP’.

VQCX 974

Details: wagon ‘VQCX 974 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

01.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.08.1990 Repair ‘COUPLER KNUCKLE’.

VQCX 975

Details: wagon ‘VQCX 975 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

21860



2.854. Wagon classification starting with ‘VQC’

VQCX 976

Details: wagon ‘VQCX 976 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 977

Details: wagon ‘VQCX 977 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.12.1992 Repair ‘HANDRAILS END’.

VQCX 978

Details: wagon ‘VQCX 978 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

08.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.01.1990 Repair ‘BRAKE LEVER’.
08.01.1990 Repair ‘BRAKE PULL ROD’.
08.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.01.1990 Repair ‘BRANCH PIPE’.
08.01.1990 Repair ‘COUPLER KNUCKLE’.
08.01.1990 Repair ‘EMPTY LOAD VALVE’.
08.01.1990 Repair ‘GRADE CONTROL VALVE’.
13.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1992 Repair ‘VEHICLE STENCILS’.
29.05.1992 Repair ‘TRAIN PIPE (END)’.

VQCX 979

Details: wagon ‘VQCX 979 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘TRAIN PIPE (END)’.
31.10.1991 Repair ‘END HOSE’.

VQCX 980

Details: wagon ‘VQCX 980 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 981

Details: wagon ‘VQCX 981 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

18.12.1989 Repair ‘HANDRAILS END’.

VQCX 982

Details: wagon ‘VQCX 982 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes
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17.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1989 Repair ‘BOGIE SPRING’.
17.08.1989 Repair ‘COUPLER KNUCKLE’.
17.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.08.1989 Repair ‘GRADE CONTROL VALVE’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQCX 983

28.03.1990 Repair ‘HANDRAILS END’.
02.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1991 Repair ‘END FRAME MEMBER’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘WHEEL SET’.
09.04.1993 Reclassified from wagon ‘VQCX 983 Q’ to ’ wagon ‘VQRF 23 Q’.

VQCX 984

Details: wagon ‘VQCX 984 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1990 Repair ‘VEHICLE COMPLETE’.
31.05.1991 Repair ‘HANDRAILS END’.
17.01.1993 Repair ‘STEP’.

VQCX 985

Details: wagon ‘VQCX 985 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

29.11.1991 Repair ‘STEP’.

VQCX 986

18.04.1994 Reclassified from wagon ‘VQCX 986 U’ to ’ wagon ‘RQCX 986 Q’.

VQCX 994

Details: wagon ‘VQCX 994 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

VQCX 995

26.05.1994 Reclassified from wagon ‘VQCX 995 T’ to ’ wagon ‘RQCX 995 P’.

VQCX 997

14.04.1993 Reclassified from wagon ‘VQCX 997 Y’ to ’ wagon ‘VQRF 34 K’.

VQCX 998

22.04.1994 Reclassified from wagon ‘VQCX 998 A’ to ’ wagon ‘RQCX 998 T’.

VQCX 1001

17.05.1995 Reclassified from wagon ‘VQCX 1001 P’ to ’ wagon ‘RQCX 1001 L’.
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VQCX 1003

Details: wagon ‘VQCX 1003 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

05.06.1990 Repair ‘HANDBRAKE HANDLE’.
07.06.1990 Repair ‘BRAKE LEVER’.
07.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
07.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VQCX 1008

08.10.1994 Reclassified from wagon ‘VQCX 1008 J’ to ’ wagon ‘RQCX 1008 F’.

VQCX 1010

03.11.1994 Reclassified from wagon ‘VQCX 1010 Y’ to ’ wagon ‘RQCX 1010 K’.

VQCY 502

29.06.1987 Reclassified from wagon ‘VQCY 502 L’ to ’ wagon ‘VQCX 502 H’.

VQCY 505

26.04.1988 Reclassified from wagon ‘VQCY 505 P’ to ’ wagon ‘VQCX 505 L’.

VQCY 507

16.07.1989 Reclassified from wagon ‘VQCY 507 K’ to ’ wagon ‘VQCX 507 G’.

VQCY 511

23.09.1987 Reclassified from wagon ‘VQCY 511 K’ to ’ wagon ‘VQCX 511 G’.

VQCY 512

29.06.1987 Reclassified from wagon ‘VQCY 512 T’ to ’ wagon ‘VQCX 512 P’.
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VQCY 515

08.10.1987 Reclassified from wagon ‘VQCY 515 A’ to ’ wagon ‘VQCX 515 T’.

VQCY 516

29.06.1987 Reclassified from wagon ‘VQCY 516 J’ to ’ wagon ‘VQCX 516 F’.

VQCY 517

10.08.1987 Reclassified from wagon ‘VQCY 517 S’ to ’ wagon ‘VQCX 517 Y’.

VQCY 518

29.06.1987 Reclassified from wagon ‘VQCY 518 E’ to ’ wagon ‘VQCX 518 A’.

VQCY 519

09.01.1989 Reclassified from wagon ‘VQCY 519 N’ to ’ wagon ‘VQCX 519 J’.

VQCY 522

31.03.1988 Reclassified from wagon ‘VQCY 522 E’ to ’ wagon ‘VQCX 522 A’.

VQCY 524

29.06.1987 Reclassified from wagon ‘VQCY 524 W’ to ’ wagon ‘VQCX 524 S’.

VQCY 525

18.06.1987 Reclassified from wagon ‘VQCY 525 X’ to ’ wagon ‘VQCX 525 E’.

VQCY 526

16.10.1987 Reclassified from wagon ‘VQCY 526 R’ to ’ wagon ‘VQCX 526 N’.

VQCY 529

23.09.1987 Reclassified from wagon ‘VQCY 529 V’ to ’ wagon ‘VQCX 529 R’.

VQCY 530

23.09.1987 Reclassified from wagon ‘VQCY 530 R’ to ’ wagon ‘VQCX 530 N’.

VQCY 531

23.09.1987 Reclassified from wagon ‘VQCY 531 D’ to ’ wagon ‘VQCX 531 W’.

VQCY 532

21.12.1987 Reclassified from wagon ‘VQCY 532 M’ to ’ wagon ‘VQCX 532 X’.
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VQCY 533

09.10.1987 Reclassified from wagon ‘VQCY 533 V’ to ’ wagon ‘VQCX 533 R’.

VQCY 534

29.06.1987 Reclassified from wagon ‘VQCY 534 H’ to ’ wagon ‘VQCX 534 D’.

VQCY 535

11.05.1987 Reclassified from wagon ‘VQCY 535 Q’ to ’ wagon ‘VQCX 535 M’.

VQCY 540

29.06.1987 Reclassified from wagon ‘VQCY 540 C’ to ’ wagon ‘VQCX 540 V’.

VQCY 541

23.09.1987 Reclassified from wagon ‘VQCY 541 L’ to ’ wagon ‘VQCX 541 H’.

VQCY 542

23.09.1987 Reclassified from wagon ‘VQCY 542 U’ to ’ wagon ‘VQCX 542 Q’.

VQCY 544

29.06.1987 Reclassified from wagon ‘VQCY 544 P’ to ’ wagon ‘VQCX 544 L’.

VQCY 545

17.08.1987 Reclassified from wagon ‘VQCY 545 B’ to ’ wagon ‘VQCX 545 U’.

VQCY 547

13.08.1987 Reclassified from wagon ‘VQCY 547 T’ to ’ wagon ‘VQCX 547 P’.

VQCY 548

23.09.1987 Reclassified from wagon ‘VQCY 548 F’ to ’ wagon ‘VQCX 548 B’.

VQCY 550

08.06.1988 Reclassified from wagon ‘VQCY 550 K’ to ’ wagon ‘VQCX 550 G’.

VQCY 551

30.06.1988 Reclassified from wagon ‘VQCY 551 T’ to ’ wagon ‘VQCX 551 P’.

VQCY 553

31.08.1987 Reclassified from wagon ‘VQCY 553 Y’ to ’ wagon ‘VQCX 553 K’.
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VQCY 554

10.01.1989 Reclassified from wagon ‘VQCY 554 A’ to ’ wagon ‘VQCX 554 T’.

VQCY 557

23.09.1987 Reclassified from wagon ‘VQCY 557 E’ to ’ wagon ‘VQCX 557 A’.

VQCY 560

23.10.1987 Reclassified from wagon ‘VQCY 560 S’ to ’ wagon ‘VQCX 560 Y’.

VQCY 561

22.02.1989 Reclassified from wagon ‘VQCY 561 E’ to ’ wagon ‘VQCX 561 A’.

VQCY 566

27.07.1989 Reclassified from wagon ‘VQCY 566 D’ to ’ wagon ‘VQCX 566 W’.

VQCY 568

09.09.1987 Reclassified from wagon ‘VQCY 568 V’ to ’ wagon ‘VQCX 568 R’.

VQCY 569

29.06.1987 Reclassified from wagon ‘VQCY 569 H’ to ’ wagon ‘VQCX 569 D’.

VQCY 572

11.05.1987 Reclassified from wagon ‘VQCY 572 V’ to ’ wagon ‘VQCX 572 R’.

VQCY 574

17.12.1987 Reclassified from wagon ‘VQCY 574 Q’ to ’ wagon ‘VQCX 574 M’.

VQCY 575

10.08.1987 Reclassified from wagon ‘VQCY 575 C’ to ’ wagon ‘VQCX 575 V’.

VQCY 577

29.06.1987 Reclassified from wagon ‘VQCY 577 U’ to ’ wagon ‘VQCX 577 Q’.

VQCY 580

23.09.1987 Reclassified from wagon ‘VQCY 580 L’ to ’ wagon ‘VQCX 580 H’.

VQCY 581

18.06.1987 Reclassified from wagon ‘VQCY 581 U’ to ’ wagon ‘VQCX 581 Q’.
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VQCY 585

29.06.1987 Reclassified from wagon ‘VQCY 585 K’ to ’ wagon ‘VQCX 585 G’.

VQCY 587

11.05.1987 Reclassified from wagon ‘VQCY 587 F’ to ’ wagon ‘VQCX 587 B’.

VQCY 592

23.09.1987 Reclassified from wagon ‘VQCY 592 Y’ to ’ wagon ‘VQCX 592 K’.

VQCY 593

29.06.1987 Reclassified from wagon ‘VQCY 593 A’ to ’ wagon ‘VQCX 593 T’.

VQCY 594

23.09.1987 Reclassified from wagon ‘VQCY 594 J’ to ’ wagon ‘VQCX 594 F’.

VQCY 595

10.08.1987 Reclassified from wagon ‘VQCY 595 S’ to ’ wagon ‘VQCX 595 Y’.

VQCY 596

15.07.1987 Reclassified from wagon ‘VQCY 596 E’ to ’ wagon ‘VQCX 596 A’.

VQCY 600

17.08.1987 Reclassified from wagon ‘VQCY 600 A’ to ’ wagon ‘VQCX 600 T’.

2.855 Wagon classification starting with ‘VQD’

VQDW 2

28.01.1987 Reclassified from wagon ‘VQDW 2 R’ to ’ wagon ‘AQDW 17 D’.
06.03.1990 Repair ‘END HOSE’.
06.11.1990 Repair ‘END HOSE’.
07.06.1991 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘TWIST LOCK’.

VQDW 4

Details: wagon ‘VQDW 4 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 4 X
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 4 X’
30.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 4 X’
30.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
30.10.1989 Repair ‘VEHICLE COMPLETE’.
30.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
29.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
24.10.1990 Repair ‘END HOSE’.
24.10.1990 Repair ‘TRAIN PIPE (END)’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
04.09.1991 Repair ‘BOGIE BEARINGS’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
29.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
12.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
02.07.1992 Repair ‘END BRAKE COCK’.
02.07.1992 Repair ‘END HOSE’.
02.07.1992 Repair ‘TRAIN PIPE (END)’.
02.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
02.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
26.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
03.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
17.02.1993 Repair ‘BRAKE LEVER’.
17.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
19.02.1993 Repair ‘BRAKE LEVER’.
19.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
25.02.1993 Repair ‘BRAKE PIN’.
25.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
09.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
13.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.03.1993 Repair ‘BRAKE PULL ROD’.
13.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
31.03.1993 Repair ‘BRAKE LEVER’.
31.03.1993 Repair ‘YOKE CARRIER’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
18.08.1993 Repair ‘BRAKE PULL ROD’.
18.08.1993 Repair ‘TWIST LOCK’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
10.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
21.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
25.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
06.12.1993 Repair ‘BRAKE LEVER’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
17.01.1994 Repair ‘BRAKE LEVER’.
17.01.1994 Repair ‘BRAKE PULL ROD’.
17.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
27.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 4 X’
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12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
29.07.1994 Repair ‘VEHICLE COMPLETE’.
29.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 4 X’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 4 X’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 4 X’

VQDW 5

Details: wagon ‘VQDW 5 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 5 R
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes
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27.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1989 Repair ‘BOGIE BEARINGS’.
27.07.1989 Repair ‘BRAKE LEVER’.
27.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Repair ‘VEHICLE COMPLETE’.
27.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
03.08.1989 Repair ‘BRAKE BLOCK OTHER’.
03.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
21.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
23.08.1989 Repair ‘BOGIE SPRING’.
23.08.1989 Repair ‘BRAKE BLOCK OTHER’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 5 R’
27.09.1989 Repair ‘BRAKE BLOCK OTHER’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 5 R’
29.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 5 R’
23.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.10.1989 Repair ‘BOGIE COMPLETE’.
23.10.1989 Repair ‘BRAKE BLOCK OTHER’.
23.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
21.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
03.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.01.1990 Repair ‘HANDRAILS END’.
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
03.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
06.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.04.1990 Repair ‘BRAKE PIN’.
06.04.1990 Repair ‘BRAKE PULL ROD’.
06.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
26.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
20.06.1990 Repair ‘BRAKE LEVER’.
20.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
27.06.1990 Repair ‘BRAKE BLOCK OTHER’.
27.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 5 R’
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
13.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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13.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
04.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘BOGIE BEARERS’.
12.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘SIDE BEARER’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
03.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.12.1990 Repair ‘COUPLER KNUCKLE’.
03.12.1990 Repair ‘EMPTY LOAD VALVE’.
03.12.1990 Repair ‘GRADE CONTROL VALVE’.
03.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
05.02.1991 Repair ‘BRAKE LEVER’.
05.02.1991 Repair ‘BRAKE PIN’.
05.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
07.03.1991 Repair ‘BRAKE LEVER’.
07.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 5 R’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE BLOCK RB95’.
12.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
10.04.1991 Repair ‘BRAKE BLOCK OTHER’.
10.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
14.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
23.08.1991 Repair ‘BRAKE BLOCK OTHER’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BRAKE LEVER’.
19.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
28.04.1992 Repair ‘BRAKE BLOCK OTHER’.
28.04.1992 Repair ‘BRAKE LEVER’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
27.05.1992 Repair ‘BRAKE LEVER’.
27.05.1992 Repair ‘BRAKE PULL ROD’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQDW 5 R’
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03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
02.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
18.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1992 Repair ‘VEHICLE COMPLETE’.
18.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
05.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
05.08.1992 Repair ‘VEHICLE COMPLETE’.
05.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
24.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
21.12.1993 Repair ‘BRAKE LEVER’.
21.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
03.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
23.03.1994 Repair ‘VEHICLE COMPLETE’.
23.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
18.04.1994 Repair ‘VEHICLE COMPLETE’.
18.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 5 R’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
04.07.1994 Repair ‘VEHICLE COMPLETE’.
04.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
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25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
29.12.1994 Repair ‘VEHICLE COMPLETE’.
29.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 5 R’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 5 R’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 5 R’

VQDW 6

06.05.1994 Reclassified from wagon ‘VQDW 6 H’ to ’ wagon ‘RQDW 6 D’.

VQDW 7

Details: wagon ‘VQDW 7 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQDW 7
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

29.07.1989 Repair ‘BRAKE BLOCK RB95’.
29.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
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29.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1989 Repair ‘ISOLATING COCK’.
29.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
15.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘GRADE CONTROL VALVE’.
21.11.1989 Repair ‘SIDE BEARER CLEARANCE’.
21.11.1989 Repair ‘TWIST LOCK’.
21.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
25.11.1989 Repair ‘BOGIE SPRING’.
25.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
05.12.1989 Repair ‘BRAKE PIN’.
05.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
27.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
13.03.1990 Repair ‘HANDRAILS END’.
13.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
17.03.1990 Repair ‘BRAKE LEVER’.
17.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
11.04.1990 Repair ‘BRAKE PIN’.
11.04.1990 Repair ‘BRAKE PULL ROD’.
11.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
19.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.04.1990 Repair ‘BRAKE PIN’.
19.04.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 7 M’
21.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.04.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 7 M’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Repair ‘TRAIN PIPE (END)’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 7 M’
26.05.1990 Repair ‘BRAKE BLOCK OTHER’.
26.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 7 M’
18.07.1990 Repair ‘BOGIE SPRING’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
01.08.1990 Repair ‘BOGIE SPRING’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
19.08.1990 Repair ‘HANDRAILS END’.
19.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 7 M’
22.10.1990 Repair ‘HANDRAILS END’.
22.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘SIDE MEMBER’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
13.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
12.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
28.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
09.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
19.03.1991 Repair ‘BRAKE PIN’.
19.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Repair ‘TRAIN PIPE (END)’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
24.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1991 Repair ‘BRAKE LEVER’.
24.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
20.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
04.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 7 M’
31.03.1992 Repair ‘SIDE STEP’.
31.03.1992 Repair ‘STEP’.
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31.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 7 M’

12.05.1992 Repair ‘BRAKE PIN’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
30.06.1992 Repair ‘BRAKE FULCRUM BRACKET’.
30.06.1992 Repair ‘BRAKE LEVER’.
30.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
09.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.07.1992 Repair ‘COUPLER KNUCKLE’.
09.07.1992 Repair ‘EMPTY LOAD VALVE’.
09.07.1992 Repair ‘GRADE CONTROL VALVE’.
09.07.1992 Repair ‘TRAIN PIPE (END)’.
09.07.1992 Repair ‘WHEEL SET’.
09.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
16.07.1992 Repair ‘WHEEL SET’.
16.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
25.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1992 Repair ‘BRAKE PULL ROD’.
25.09.1992 Repair ‘WHEEL SET’.
25.09.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
20.10.1992 Repair ‘WHEEL SET’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
26.10.1992 Repair ‘WHEEL SET’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
11.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1993 Repair ‘COUPLER KNUCKLE’.
11.02.1993 Repair ‘EMPTY LOAD VALVE’.
11.02.1993 Repair ‘GRADE CONTROL VALVE’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘TWIST LOCK’.
11.02.1993 Repair ‘WHEEL SET’.
11.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘BRAKE PIN’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
15.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
09.05.1993 Repair ‘HANDRAILS END’.
09.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 7 M’
20.05.1993 Repair ‘HANDRAILS END’.
20.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
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14.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1993 Repair ‘BOGIE BEARINGS’.
14.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
14.07.1993 Repair ‘COUPLER KNUCKLE’.
14.07.1993 Repair ‘EMPTY LOAD VALVE’.
14.07.1993 Repair ‘GRADE CONTROL VALVE’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
04.08.1993 Repair ‘BOGIE SPRING’.
04.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘BOGIE SPRING’.
16.08.1993 Repair ‘VEHICLE COMPLETE’.
16.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘BOGIE SPRING’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘EMPTY LOAD VALVE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
17.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1993 Repair ‘WHEEL SET’.
17.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
21.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘VEHICLE SIGNS AND BRACKETS’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1993 Repair ‘BRAKE PULL ROD’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1993 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
14.02.1994 Repair ‘VEHICLE COMPLETE’.
14.02.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
22.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
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26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 7 M’

01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
16.09.1994 Repair ‘VEHICLE COMPLETE’.
16.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 7 M’
17.12.1994 Repair ‘VEHICLE COMPLETE’.
17.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
02.08.1995 Repair ‘VEHICLE RECLASSIFY’.
02.08.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 7 M’
18.01.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 7 M’
21.02.1996 Repair ‘VEHICLE RECLASSIFY’.
21.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 7 M’

VQDW 8

Details: wagon ‘VQDW 8 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 8 V
BSG Code: VXQZ

Capacity of 53 tonnes
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Capacity of 53 tonnes

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
28.07.1989 Repair ‘BRAKE BLOCK OTHER’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
31.08.1989 Repair ‘BRAKE BLOCK OTHER’.
31.08.1989 Repair ‘BRAKE PIN’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
02.09.1989 Repair ‘WEAR PLATES & SADDLES’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BRAKE BLOCK OTHER’.
26.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 8 V’
30.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 8 V’
01.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
06.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 8 V’
06.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
13.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
11.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
09.08.1990 Repair ‘BRAKE BLOCK OTHER’.
09.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 8 V’
08.12.1990 Repair ‘BRAKE LEVER’.
08.12.1990 Repair ‘BRAKE PIN’.
08.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
02.05.1991 Repair ‘BRAKE BLOCK OTHER’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
14.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘TWIST LOCK’.
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26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
09.10.1991 Repair ‘BRAKE LEVER’.
09.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
06.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.11.1991 Repair ‘SIDE MEMBER’.
06.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE LEVER’.
04.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
04.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
04.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.03.1992 Repair ‘COUPLER KNUCKLE’.
27.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
06.10.1992 Repair ‘BRAKE LEVER’.
06.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
24.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
03.11.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
05.11.1992 Repair ‘SIDE MEMBER’.
05.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
11.12.1992 Repair ‘TWIST LOCK’.
11.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
04.01.1993 Repair ‘COUPLER KNUCKLE’.
04.01.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 8 V’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.01.1993 Repair ‘BRAKE LEVER’.
12.01.1993 Repair ‘BRAKE PULL ROD’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
15.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
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15.02.1993 Repair ‘BRAKE LEVER’.
15.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
24.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1993 Repair ‘BRAKE LEVER’.
24.03.1993 Repair ‘BRAKE PULL ROD’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
07.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.04.1993 Repair ‘BRAKE PULL ROD’.
07.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
15.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
01.05.1993 Repair ‘BRAKE LEVER’.
01.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
01.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.01.1994 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
01.01.1994 Repair ‘COUPLER KNUCKLE’.
01.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.01.1994 Repair ‘WHEEL SET’.
01.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 8 V’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
05.08.1994 Repair ‘VEHICLE COMPLETE’.
05.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
28.09.1994 Repair ‘END SILL’.
28.09.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 8 V’
06.10.1994 Repair ‘WEAR PLATES & SADDLES’.
06.10.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 8 V’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
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07.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
15.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 8 V’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQDW 8 V’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 8 V’

VQDW 9

26.04.1994 Reclassified from wagon ‘VQDW 9 L’ to ’ wagon ‘RQDW 9 H’.

VQDW 10

Details: wagon ‘VQDW 10 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 10 D
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

01.07.1989 Repair ‘BRAKE BLOCK OTHER’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
04.07.1989 Repair ‘BRAKE BLOCK OTHER’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
06.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
20.07.1989 Repair ‘BRAKE BLOCK OTHER’.
20.07.1989 Repair ‘END FRAME MEMBER’.
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20.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 10 D’

22.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
10.10.1989 Repair ‘BOGIE BEARERS’.
10.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
28.10.1989 Repair ‘END HOSE’.
28.10.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 10 D’
14.11.1989 Repair ‘BRAKE LEVER’.
14.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
18.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1989 Repair ‘BOGIE SIDEFRAME’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
07.02.1990 Repair ‘BRAKE LEVER’.
07.02.1990 Repair ‘BRAKE PULL ROD’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
12.02.1990 Repair ‘END HOSE’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
18.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
18.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 10 D’
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.02.1990 Repair ‘BRAKE LEVER’.
21.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.02.1990 Repair ‘COUPLER KNUCKLE’.
21.02.1990 Repair ‘EMPTY LOAD VALVE’.
21.02.1990 Repair ‘GRADE CONTROL VALVE’.
21.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
21.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.03.1990 Repair ‘BRAKE BLOCK RB101’.
21.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
30.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 10 D’
12.04.1990 Repair ‘BRAKE PIN’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
18.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.04.1990 Repair ‘BRAKE PULL ROD’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
24.04.1990 Repair ‘BOGIE BEARINGS’.
24.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
17.05.1990 Repair ‘BRAKE BLOCK OTHER’.
17.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
23.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
28.05.1990 Repair ‘END HOSE’.
28.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
09.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
01.12.1990 Repair ‘HANDRAILS END’.
01.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
08.12.1990 Repair ‘HANDRAILS END’.
08.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
11.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.12.1990 Repair ‘SIDE SILL’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
18.12.1990 Repair ‘HANDRAILS END’.
18.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘COUPLER KNUCKLE’.
15.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
30.01.1991 Repair ‘BRAKE PIN’.
30.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
15.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
20.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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20.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 10 D’

27.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
01.03.1991 Repair ‘BRAKE BLOCK OTHER’.
01.03.1991 Repair ‘HANDRAILS END’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
22.03.1991 Repair ‘BRAKE BLOCK OTHER’.
22.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
27.03.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
11.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Repair ‘BRANCH PIPE’.
02.05.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.05.1991 Repair ‘COUPLER KNUCKLE’.
02.05.1991 Repair ‘EMPTY LOAD VALVE’.
02.05.1991 Repair ‘GRADE CONTROL VALVE’.
02.05.1991 Repair ‘SIDE SILL’.
02.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
05.06.1991 Repair ‘BRAKE LEVER’.
05.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
13.06.1991 Repair ‘BRAKE BLOCK OTHER’.
13.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
20.06.1991 Repair ‘BRAKE BLOCK OTHER’.
20.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
25.06.1991 Repair ‘BOGIE COMPLETE’.
25.06.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
13.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
13.07.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
16.07.1991 Repair ‘BRAKE LEVER’.
16.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 10 D’

31.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.07.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
07.08.1991 Repair ‘BRAKE BLOCK OTHER’.
07.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
09.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
03.09.1991 Repair ‘BRAKE LEVER’.
03.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
10.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
12.09.1991 Repair ‘BRAKE BLOCK OTHER’.
12.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
18.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘COUPLER KNUCKLE’.
18.09.1991 Repair ‘EMPTY LOAD VALVE’.
18.09.1991 Repair ‘GRADE CONTROL VALVE’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Repair ‘TWIST LOCK’.
18.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
04.12.1991 Repair ‘BRAKE BLOCK OTHER’.
04.12.1991 Repair ‘BRAKE FULCRUM BRACKET’.
04.12.1991 Repair ‘GRADE CONTROL VALVE’.
04.12.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
23.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘EMPTY LOAD VALVE’.
25.02.1992 Repair ‘GRADE CONTROL VALVE’.
25.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
16.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.03.1992 Repair ‘BRAKE PULL ROD’.
16.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
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05.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
12.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
12.05.1992 Repair ‘BRAKE PULL ROD’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
22.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.05.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
22.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
01.09.1992 Repair ‘BRAKE LEVER’.
01.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
04.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
08.11.1992 Repair ‘SIDE STEP’.
08.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 10 D’
20.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
26.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
19.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1992 Repair ‘BRAKE PIN’.
19.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
12.01.1993 Repair ‘BRAKE LEVER’.
12.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BRAKE SHOE’.
03.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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03.05.1993 Repair ‘COUPLER KNUCKLE’.
03.05.1993 Repair ‘WHEEL SET’.
03.05.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
21.05.1993 Repair ‘BRAKE LEVER’.
21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
01.06.1993 Repair ‘BRAKE LEVER’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
02.06.1993 Repair ‘BRAKE LEVER’.
02.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
04.06.1993 Repair ‘BRAKE LEVER’.
04.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
16.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
06.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
28.09.1993 Repair ‘END HOSE’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
08.10.1993 Repair ‘BRAKE CONTROL PIPE’.
08.10.1993 Repair ‘BRAKE PIN’.
08.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘BRAKE LEVER’.
30.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.12.1993 Repair ‘WHEEL SET’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
12.04.1994 Repair ‘VEHICLE COMPLETE’.
12.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
18.06.1994 Repair ‘VEHICLE COMPLETE’.
18.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
05.07.1994 Repair ‘VEHICLE COMPLETE’.
05.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
09.07.1994 Repair ‘VEHICLE COMPLETE’.
09.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 10 D’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
21.08.1994 Repair ‘VEHICLE COMPLETE’.
21.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
29.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
26.10.1994 Repair ‘VEHICLE COMPLETE’.
26.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 10 D’
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12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 10 D’
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 10 D’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 10 D’

VQDW 11

Details: wagon ‘VQDW 11 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 11 M
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

02.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
17.08.1989 Repair ‘BRAKE BLOCK RB101’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
25.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1989 Repair ‘BRAKE SPRING’.
25.09.1989 Repair ‘STEP’.
25.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
02.10.1989 Repair ‘VEHICLE COMPLETE’.
02.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
23.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
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23.11.1989 Repair ‘BRAKE LEVER’.
23.11.1989 Repair ‘BRAKE PULL ROD’.
23.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
06.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 11 M’
06.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1990 Repair ‘BRAKE LEVER’.
06.04.1990 Repair ‘BRAKE PULL ROD’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
01.05.1990 Repair ‘BRAKE BLOCK RB101’.
01.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
05.05.1990 Repair ‘BRAKE BLOCK OTHER’.
05.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
12.10.1990 Repair ‘BRAKE BLOCK OTHER’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
04.02.1991 Repair ‘VEHICLE COMPLETE’.
04.02.1991 Repair ‘WHEEL SET’.
04.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
29.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1991 Repair ‘BRAKE FULCRUM BRACKET’.
29.04.1991 Repair ‘BRAKE LEVER’.
29.04.1991 Repair ‘BRAKE PIN’.
29.04.1991 Repair ‘BRAKE PULL ROD’.
29.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1991 Repair ‘VEHICLE COMPLETE’.
29.04.1991 Repair ‘WHEEL SET’.
29.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
23.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
30.05.1991 Repair ‘BRAKE LEVER’.
30.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1991 Repair ‘VEHICLE COMPLETE’.
30.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
30.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
06.06.1991 Repair ‘BOGIE SPRING’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
03.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 11 M’

03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 11 M’
05.11.1991 Repair ‘STEP’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
20.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 11 M’
27.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 11 M’
13.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
13.02.1992 Repair ‘EMPTY LOAD VALVE’.
13.02.1992 Repair ‘GRADE CONTROL VALVE’.
13.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
19.03.1992 Repair ‘END HOSE’.
19.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1992 Repair ‘BRAKE BLOCK OTHER’.
25.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
09.07.1992 Repair ‘BOGIE COMPLETE’.
09.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
02.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
04.09.1992 Repair ‘STEP’.
04.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
26.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
11.03.1993 Repair ‘BRAKE LEVER’.
11.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
01.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
06.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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06.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.10.1993 Repair ‘SIDE STEP’.
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
06.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
17.01.1994 Repair ‘SIDE STEP’.
17.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
02.03.1994 Repair ‘VEHICLE COMPLETE’.
02.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 11 M’
04.05.1994 Repair ‘VEHICLE COMPLETE’.
04.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
24.05.1994 Repair ‘VEHICLE COMPLETE’.
24.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
30.07.1994 Repair ‘VEHICLE COMPLETE’.
30.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
08.08.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 11 M’
05.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 11 M’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 11 M’
27.04.1995 Repair ‘VEHICLE COMPLETE’.
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27.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 11 M’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 11 M’

VQDW 12

Details: wagon ‘VQDW 12 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 12 V
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

08.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘WHEEL SET’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘VEHICLE COMPLETE’.
24.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
17.10.1989 Repair ‘BRAKE LEVER’.
17.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
17.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
24.10.1989 Repair ‘BRAKE LEVER’.
24.10.1989 Repair ‘BRAKE PIN’.
24.10.1989 Repair ‘BRAKE PULL ROD’.
24.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
31.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
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31.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 12 V’

03.11.1989 Repair ‘BRAKE BLOCK OTHER’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE BEARINGS’.
10.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
10.11.1989 Repair ‘COUPLER KNUCKLE’.
10.11.1989 Repair ‘EMPTY LOAD VALVE’.
10.11.1989 Repair ‘GRADE CONTROL VALVE’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Repair ‘TWIST LOCK’.
10.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
08.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1989 Repair ‘STEP’.
08.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 12 V’
16.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
31.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
05.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
20.04.1990 Repair ‘BOGIE SPRING’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
12.05.1990 Repair ‘BRAKE BLOCK OTHER’.
12.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
26.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
09.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
17.08.1990 Repair ‘END HOSE’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
08.09.1990 Repair ‘BRAKE BLOCK OTHER’.
08.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
24.10.1990 Repair ‘END BRAKE COCK’.
24.10.1990 Repair ‘END HOSE’.
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24.10.1990 Repair ‘TRAIN PIPE (END)’.
24.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘WHEEL SET’.
14.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘SIDE SILL’.
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
25.05.1991 Repair ‘BRAKE BLOCK RB95’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
01.06.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
06.06.1991 Repair ‘BRAKE BLOCK OTHER’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
03.08.1991 Repair ‘BRAKE BLOCK OTHER’.
03.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
08.10.1991 Repair ‘BRAKE BLOCK OTHER’.
08.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
10.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
02.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
07.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
17.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1992 Repair ‘BOGIE COMPLETE’.
17.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
16.05.1992 Repair ‘BRAKE BLOCK OTHER’.
16.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.05.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 12 V’
27.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.05.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.05.1992 Repair ‘BRANCH PIPE’.
27.05.1992 Repair ‘COUPLER KNUCKLE’.
27.05.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1992 Repair ‘GRADE CONTROL VALVE’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
12.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.06.1992 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1992 Repair ‘BRANCH PIPE’.
12.06.1992 Repair ‘COUPLER KNUCKLE’.
12.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
10.11.1992 Repair ‘END BRAKE COCK’.
10.11.1992 Repair ‘TRAIN PIPE (END)’.
10.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘WEAR PLATES & SADDLES’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
18.02.1993 Repair ‘BRAKE BLOCK OTHER’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
09.03.1993 Repair ‘BRAKE FULCRUM BRACKET’.
09.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
18.03.1993 Repair ‘END BRAKE COCK’.
18.03.1993 Repair ‘TRAIN PIPE (END)’.
18.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
20.05.1993 Repair ‘BRAKE LEVER’.
20.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
25.07.1993 Repair ‘END BRAKE COCK’.
25.07.1993 Repair ‘END HOSE’.
25.07.1993 Repair ‘TRAIN PIPE (END)’.
25.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
14.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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14.10.1993 Repair ‘COUPLER KNUCKLE’.
14.10.1993 Repair ‘EMPTY LOAD VALVE’.
14.10.1993 Repair ‘GRADE CONTROL VALVE’.
14.10.1993 Repair ‘WHEEL SET’.
14.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
29.10.1993 Repair ‘BRAKE LEVER’.
29.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
18.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
12.03.1994 Repair ‘VEHICLE COMPLETE’.
12.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
04.06.1994 Repair ‘VEHICLE RECLASSIFY’.
04.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 12 V’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 12 V’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 12 V’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 12 V’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 12 V’

VQDW 13

Details: wagon ‘VQDW 13 L’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQDW 13 H
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

25.07.1989 Repair ‘BRAKE BLOCK OTHER’.
25.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
27.09.1989 Repair ‘BRAKE BLOCK OTHER’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 13 H’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
01.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
15.02.1990 Repair ‘BRAKE BLOCK OTHER’.
15.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 13 H’
06.03.1990 Repair ‘BOGIE SPRING’.
06.03.1990 Repair ‘BRAKE BLOCK OTHER’.
06.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
16.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
16.04.1990 Repair ‘COUPLER KNUCKLE’.
16.04.1990 Repair ‘EMPTY LOAD VALVE’.
16.04.1990 Repair ‘END HOSE’.
16.04.1990 Repair ‘GRADE CONTROL VALVE’.
16.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
02.05.1990 Repair ‘BRAKE BLOCK OTHER’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
10.06.1990 Repair ‘WHEEL SET’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 13 H’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘WHEEL SET’.
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14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
14.11.1990 Repair ‘YOKE CARRIER’.
14.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 13 H’
05.03.1991 Repair ‘COUPLER TRIGGER LEVER’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
09.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘BRAKE LEVER’.
12.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.03.1991 Repair ‘VEHICLE COMPLETE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
11.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
11.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
18.05.1991 Repair ‘BOGIE SPRING’.
18.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
14.09.1991 Repair ‘BOGIE SIDEFRAME’.
14.09.1991 Repair ‘HANDRAILS’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
03.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1991 Repair ‘BOGIE SPRING’.
03.10.1991 Repair ‘BRAKE BLOCK OTHER’.
03.10.1991 Repair ‘BRAKE LEVER’.
03.10.1991 Repair ‘COUPLER KNUCKLE’.
03.10.1991 Repair ‘EMPTY LOAD VALVE’.
03.10.1991 Repair ‘GRADE CONTROL VALVE’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Repair ‘WHEEL SET’.
03.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
21.08.1992 Repair ‘HANDRAILS’.
21.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
04.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1993 Repair ‘BOGIE BEARINGS’.
04.03.1993 Repair ‘VEHICLE COMPLETE’.
04.03.1993 Repair ‘WHEEL SET’.
04.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
02.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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02.06.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.06.1993 Repair ‘COUPLER KNUCKLE’.
02.06.1993 Repair ‘EMPTY LOAD VALVE’.
02.06.1993 Repair ‘GRADE CONTROL VALVE’.
02.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.06.1993 Repair ‘TRAIN PIPE (END)’.
02.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
15.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
15.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
08.04.1994 Repair ‘VEHICLE COMPLETE’.
08.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 13 H’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
19.07.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
31.12.1994 Repair ‘VEHICLE COMPLETE’.
31.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
10.01.1995 Repair ‘VEHICLE COMPLETE’.
10.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
26.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
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15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
14.07.1995 Repair ‘VEHICLE RECLASSIFY’.
14.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 13 H’
13.08.1995 Repair ‘VEHICLE COMPLETE’.
13.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 13 H’
28.08.1995 Repair ‘VEHICLE COMPLETE’.
28.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 13 H’
12.02.1996 Repair ‘VEHICLE RECLASSIFY’.
12.02.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 13 H’

VQDW 14

27.04.1994 Reclassified from wagon ‘VQDW 14 U’ to ’ wagon ‘RQDW 14 Q’.

VQDW 15

Details: wagon ‘VQDW 15 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 15 C
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

04.07.1989 Repair ‘WEAR PLATES & SADDLES’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
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17.08.1989 Repair ‘BOGIE COMPLETE’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
10.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
22.11.1989 Repair ‘PARTITION’.
22.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 15 C’
16.02.1990 Repair ‘BRAKE LEVER’.
16.02.1990 Repair ‘BRAKE PULL ROD’.
16.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.02.1990 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
16.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 15 C’
26.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.02.1990 Repair ‘COUPLER KNUCKLE’.
26.02.1990 Repair ‘EMPTY LOAD VALVE’.
26.02.1990 Repair ‘GRADE CONTROL VALVE’.
26.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
02.03.1990 Repair ‘BRAKE BLOCK OTHER’.
02.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
04.03.1990 Repair ‘HANDRAILS END’.
04.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 15 C’
07.03.1990 Repair ‘BRAKE BLOCK OTHER’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
09.03.1990 Repair ‘BRAKE BLOCK OTHER’.
09.03.1990 Repair ‘BRAKE PIN’.
09.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
30.03.1990 Repair ‘BRAKE BLOCK OTHER’.
30.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
05.04.1990 Repair ‘BOGIE SPRING’.
05.04.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 15 C’
20.04.1990 Repair ‘BOGIE SPRING’.
20.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
27.04.1990 Repair ‘BRAKE BLOCK OTHER’.
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27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK OTHER’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.05.1990 Repair ‘END HOSE’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘VEHICLE COMPLETE’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
17.05.1990 Repair ‘BRAKE BLOCK OTHER’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
08.06.1990 Repair ‘BRAKE BLOCK RB95’.
08.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 15 C’
10.06.1990 Repair ‘WHEEL SET’.
10.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 15 C’
14.06.1990 Repair ‘WHEEL SET’.
14.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
06.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
12.09.1990 Repair ‘WHEEL SET’.
12.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
02.11.1990 Repair ‘BOGIE BEARINGS’.
02.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
14.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1991 Repair ‘BOGIE SPRING’.
14.09.1991 Repair ‘BRAKE LEVER’.
14.09.1991 Repair ‘WHEEL SET’.
14.09.1991 Repair ‘YOKE CARRIER’.
14.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.12.1991 Repair ‘BRAKE LEVER’.
02.12.1991 Repair ‘BRANCH PIPE’.
02.12.1991 Repair ‘COUPLER KNUCKLE’.
02.12.1991 Repair ‘EMPTY LOAD VALVE’.
02.12.1991 Repair ‘GRADE CONTROL VALVE’.
02.12.1991 Repair ‘WHEEL SET’.
02.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
05.02.1992 Repair ‘BOGIE COMPLETE’.
05.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon
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‘RQDW 15 C’
10.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
10.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1992 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
17.03.1992 Repair ‘VEHICLE COMPLETE’.
17.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
22.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.07.1992 Repair ‘BRAKE LEVER’.
22.07.1992 Repair ‘BRAKE PULL ROD’.
22.07.1992 Repair ‘COUPLER KNUCKLE’.
22.07.1992 Repair ‘EMPTY LOAD VALVE’.
22.07.1992 Repair ‘GRADE CONTROL VALVE’.
22.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.07.1992 Repair ‘WHEEL SET’.
22.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘WHEEL SET’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
03.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
23.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.03.1993 Repair ‘BRAKE LEVER’.
23.03.1993 Repair ‘BRAKE PULL ROD’.
23.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
25.03.1993 Repair ‘BRAKE LEVER’.
25.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
23.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1993 Repair ‘BOGIE BEARERS’.
23.04.1993 Repair ‘BOGIE BEARINGS’.
23.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
03.06.1993 Repair ‘BRAKE LEVER’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
05.06.1993 Repair ‘END HOSE’.
05.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
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30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.06.1993 Repair ‘COUPLER KNUCKLE’.
30.06.1993 Repair ‘COUPLER KNUCKLE PIN’.
30.06.1993 Repair ‘WHEEL SET’.
30.06.1993 Repair ‘YOKE CARRIER’.
30.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
11.07.1993 Repair ‘BRAKE BLOCK OTHER’.
11.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
17.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
05.08.1993 Repair ‘BRAKE BLOCK OTHER’.
05.08.1993 Repair ‘END HOSE’.
05.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘AXLEBOX’.
22.10.1993 Repair ‘COUPLER KNUCKLE’.
22.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 15 C’
18.05.1994 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 15 C’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
10.06.1994 Repair ‘VEHICLE COMPLETE’.
10.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
07.08.1994 Repair ‘VEHICLE COMPLETE’.
07.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 15 C’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
27.10.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 15 C’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
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30.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 15 C’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
26.07.1995 Repair ‘VEHICLE RECLASSIFY’.
26.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 15 C’
02.10.1995 Repair ‘VEHICLE COMPLETE’.
02.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 15 C’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 15 C’

VQDW 16

27.04.1994 Reclassified from wagon ‘VQDW 16 P’ to ’ wagon ‘RQDW 16 L’.

VQDW 17

Details: wagon ‘VQDW 17 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

07.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.07.1989 Repair ‘BRAKE LEVER’.
07.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 17 U’
21.07.1989 Repair ‘BRAKE BLOCK RB101’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
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29.07.1989 Repair ‘BRAKE SPRING’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
08.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
08.08.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.08.1989 Repair ‘VEHICLE COMPLETE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
29.08.1989 Repair ‘BOGIE SPRING’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
23.09.1989 Repair ‘BRAKE BLOCK RB101’.
23.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
01.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
03.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
17.12.1989 Repair ‘BOGIE SPRING’.
17.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
28.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
14.01.1990 Repair ‘BOGIE SPRING’.
14.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
18.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
27.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
15.02.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
04.03.1990 Repair ‘BOGIE SPRING’.
04.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
11.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
08.05.1990 Repair ‘BRAKE BLOCK OTHER’.
08.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
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22.05.1990 Repair ‘BRAKE BLOCK OTHER’.
22.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
28.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.06.1990 Repair ‘BRAKE PIN’.
28.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 17 U’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘EMPTY LOAD VALVE’.
05.07.1990 Repair ‘END BRAKE COCK’.
05.07.1990 Repair ‘END HOSE’.
05.07.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘TRAIN PIPE (END)’.
05.07.1990 Repair ‘WHEEL SET’.
05.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
03.08.1990 Repair ‘BRAKE BLOCK OTHER’.
03.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
12.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.08.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 17 U’
11.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
12.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
28.02.1991 Repair ‘COUPLER TRIGGER LEVER’.
28.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
05.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
20.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
04.09.1991 Repair ‘HANDRAILS END’.
04.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
18.09.1991 Repair ‘STEP’.
18.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
27.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
05.11.1991 Repair ‘HANDRAILS END’.
05.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 17 U’
14.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 17 U’
20.11.1991 Repair ‘SIDE MEMBER’.
20.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 17 U’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.11.1991 Repair ‘BRAKE PULL ROD’.
30.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Repair ‘TWIST LOCK’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1992 Repair ‘WHEEL SET’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
13.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
02.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.11.1992 Repair ‘COUPLER KNUCKLE’.
02.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
12.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
14.05.1993 Repair ‘BRAKE LEVER’.
14.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
22.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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22.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 17 U’

08.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 17 U’

18.08.1993 Repair ‘BOGIE BOLSTER’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
25.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1993 Repair ‘BRAKE PIN’.
25.09.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.09.1993 Repair ‘COUPLER KNUCKLE’.
25.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1993 Repair ‘STANCHION’.
25.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
19.10.1993 Repair ‘END HOSE’.
19.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
06.12.1993 Repair ‘BRAKE LEVER’.
06.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 17 U’
29.06.1994 Repair ‘VEHICLE COMPLETE’.
29.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
14.12.1994 Repair ‘VEHICLE COMPLETE’.
14.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
23.12.1994 Repair ‘VEHICLE COMPLETE’.
23.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 17 U’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
24.02.1995 Repair ‘VEHICLE COMPLETE’.
24.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 17 U’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon
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‘RQDW 17 U’

VQDW 18

26.04.1994 Reclassified from wagon ‘VQDW 18 K’ to ’ wagon ‘RQDW 18 G’.

VQDW 19

Details: wagon ‘VQDW 19 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 19 P
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

12.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
21.07.1989 Repair ‘BOGIE SPRING’.
21.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
01.08.1989 Repair ‘BOGIE SPRING’.
01.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
06.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
29.08.1989 Repair ‘HANDRAILS END’.
29.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
19.09.1989 Repair ‘BRAKE BLOCK RB101’.
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19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 19 P’

23.09.1989 Repair ‘BRAKE BLOCK RB101’.
23.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
26.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1989 Repair ‘BRAKE BLOCK OTHER’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
28.09.1989 Repair ‘BOGIE SPRING’.
28.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
19.10.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
21.10.1989 Repair ‘BRAKE BLOCK OTHER’.
21.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
18.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.11.1989 Repair ‘BRAKE BLOCK OTHER’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
21.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
07.12.1989 Repair ‘HANDRAILS END’.
07.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
12.12.1989 Repair ‘BRAKE BLOCK OTHER’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
15.12.1989 Repair ‘BRAKE BLOCK OTHER’.
15.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
23.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE LEVER’.
07.02.1990 Repair ‘EMPTY LOAD VALVE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘SIDE COMPLETE’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Repair ‘TWIST LOCK’.
07.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
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04.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.04.1990 Repair ‘BRAKE PULL ROD’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
11.07.1990 Repair ‘BRAKE BLOCK RB101’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
01.08.1990 Repair ‘BOGIE SIDEFRAME’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
16.08.1990 Repair ‘BRAKE BLOCK OTHER’.
16.08.1990 Repair ‘BRAKE LEVER’.
16.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
03.11.1990 Repair ‘BRAKE BLOCK OTHER’.
03.11.1990 Repair ‘BRAKE LEVER’.
03.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
13.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.11.1990 Repair ‘WEAR PLATES & SADDLES’.
13.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
15.11.1990 Repair ‘END HOSE’.
15.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
30.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.01.1991 Repair ‘BRAKE PULL ROD’.
30.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.01.1991 Repair ‘COUPLER KNUCKLE’.
30.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
09.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
13.02.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
27.02.1991 Repair ‘BRAKE BLOCK OTHER’.
27.02.1991 Repair ‘BRAKE FULCRUM BRACKET’.
27.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
01.03.1991 Repair ‘BRAKE LEVER’.
01.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
11.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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11.03.1991 Repair ‘COUPLER KNUCKLE’.
11.03.1991 Repair ‘EMPTY LOAD VALVE’.
11.03.1991 Repair ‘GRADE CONTROL VALVE’.
11.03.1991 Repair ‘STEP’.
11.03.1991 Repair ‘WHEEL SET’.
11.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
12.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
12.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
19.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
03.07.1991 Repair ‘BRAKE LEVER’.
03.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
07.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
19.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
21.11.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
23.11.1991 Repair ‘BOGIE SPRING’.
23.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
30.11.1991 Repair ‘BRAKE BLOCK OTHER’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
14.12.1991 Repair ‘BRAKE BLOCK OTHER’.
14.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘COUPLER KNUCKLE’.
06.02.1992 Repair ‘EMPTY LOAD VALVE’.
06.02.1992 Repair ‘GRADE CONTROL VALVE’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Repair ‘TWIST LOCK’.
06.02.1992 Repair ‘WHEEL SET’.
06.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
19.02.1992 Repair ‘WEAR PLATES & SADDLES’.
19.02.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘WHEEL SET’.
03.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 19 P’
28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.04.1992 Repair ‘BRAKE PULL ROD’.
28.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1992 Repair ‘COUPLER KNUCKLE’.
28.04.1992 Repair ‘EMPTY LOAD VALVE’.
28.04.1992 Repair ‘GRADE CONTROL VALVE’.
28.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
29.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
29.05.1992 Repair ‘BRAKE LEVER’.
29.05.1992 Repair ‘BRAKE PULL ROD’.
29.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
18.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
05.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
04.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
23.12.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.12.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
12.01.1993 Repair ‘BRAKE LEVER’.
12.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
14.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
08.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
16.04.1993 Repair ‘TRAIN PIPE (END)’.
16.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
18.04.1993 Repair ‘BRAKE PIN’.
18.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
23.04.1993 Repair ‘BRAKE LEVER’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
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01.05.1993 Repair ‘BRAKE LEVER’.
01.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
15.05.1993 Repair ‘BRAKE LEVER’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
04.06.1993 Repair ‘BRAKE LEVER’.
04.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
25.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1993 Repair ‘BRAKE LEVER’.
25.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
31.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
10.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
17.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
17.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
19.11.1993 Repair ‘SIDE STEP’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
13.03.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 19 P’
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 19 P’
30.04.1994 Repair ‘VEHICLE COMPLETE’.
30.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
30.06.1994 Repair ‘VEHICLE COMPLETE’.
30.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 19 P’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
14.01.1995 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 19 P’
07.04.1995 Repair ‘VEHICLE COMPLETE’.
07.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 19 P’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 19 P’

VQDW 20

Details: wagon ‘VQDW 20 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW20L
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

15.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
23.08.1989 Repair ‘BRAKE BLOCK OTHER’.
23.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
23.08.1989 Repair ‘BRAKE LEVER’.
23.08.1989 Repair ‘BRAKE PULL ROD’.
23.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
25.08.1989 Repair ‘COUPLER KNUCKLE’.
25.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
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01.09.1989 Repair ‘BRAKE BLOCK OTHER’.
01.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
01.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 20 L’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 20 L’
22.09.1989 Repair ‘BRAKE BLOCK OTHER’.
22.09.1989 Repair ‘BRAKE LEVER’.
22.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
29.09.1989 Repair ‘BRAKE LEVER’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 20 L’
05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.10.1989 Repair ‘EMPTY LOAD VALVE’.
05.10.1989 Repair ‘GRADE CONTROL VALVE’.
05.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.10.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
20.10.1989 Repair ‘BRAKE BLOCK OTHER’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
15.11.1989 Repair ‘END HOSE’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
29.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
17.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.01.1990 Repair ‘BRAKE BLOCK OTHER’.
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
17.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
21.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 20 L’
24.01.1990 Repair ‘BRAKE BLOCK OTHER’.
24.01.1990 Repair ‘WEAR PLATES & SADDLES’.
24.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
26.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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24.03.1990 Repair ‘BOGIE BEARINGS’.
24.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BEARINGS’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
23.06.1990 Repair ‘BRAKE LEVER’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
04.07.1990 Repair ‘BRAKE BLOCK OTHER’.
04.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
27.07.1990 Repair ‘BRANCH PIPE’.
27.07.1990 Repair ‘WEAR PLATES & SADDLES’.
27.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 20 L’
01.08.1990 Repair ‘WEAR PLATES & SADDLES’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘BOGIE BOLSTER’.
06.08.1990 Repair ‘BOGIE SIDEFRAME’.
06.08.1990 Repair ‘BRAKE LEVER’.
06.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
17.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
29.08.1990 Repair ‘BRAKE BLOCK OTHER’.
29.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE SIDEFRAME’.
20.11.1990 Repair ‘BRAKE LEVER’.
20.11.1990 Repair ‘BRAKE PIN’.
20.11.1990 Repair ‘BRAKE PULL ROD’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘VEHICLE COMPLETE’.
13.12.1990 Repair ‘WHEEL SET’.
13.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
23.03.1991 Repair ‘BOGIE SIDEFRAME’.
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23.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 20 L’

06.06.1991 Repair ‘BRAKE BLOCK RB101’.
06.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
30.11.1991 Repair ‘BRAKE BLOCK OTHER’.
30.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
30.01.1992 Repair ‘YOKE CARRIER’.
30.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
05.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 20 L’
26.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
29.05.1993 Repair ‘BRAKE LEVER’.
29.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 20 L’
05.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
22.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
01.12.1993 Repair ‘BRAKE LEVER’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
11.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.12.1993 Repair ‘BRAKE LEVER’.
11.12.1993 Repair ‘BRAKE PULL ROD’.
11.12.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
11.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 20 L’
28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
22.12.1994 Repair ‘VEHICLE COMPLETE’.
22.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
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04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 20 L’
09.08.1995 Repair ‘VEHICLE COMPLETE’.
09.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
23.08.1995 Repair ‘VEHICLE COMPLETE’.
23.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
24.08.1995 Repair ‘VEHICLE COMPLETE’.
24.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
11.09.1995 Repair ‘VEHICLE COMPLETE’.
11.09.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
08.10.1995 Repair ‘VEHICLE COMPLETE’.
08.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 20 L’
23.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
26.10.1995 Repair ‘VEHICLE COMPLETE’.
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 20 L’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 20 L’

VQDW 21

Details: wagon ‘VQDW 21 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 21 U
BSG Code: VXQZ
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Capacity of 53 tonnes

Capacity of 53 tonnes

10.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
12.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1989 Repair ‘END HOSE’.
12.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
14.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
06.08.1989 Repair ‘BRAKE BLOCK OTHER’.
06.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
31.08.1989 Repair ‘BOGIE SPRING’.
31.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
14.11.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
14.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
19.12.1989 Repair ‘BOGIE SPRING’.
19.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
23.12.1989 Repair ‘BOGIE SPRING’.
23.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
16.02.1990 Repair ‘BRAKE BLOCK OTHER’.
16.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 21 U’
23.02.1990 Repair ‘BRAKE BLOCK OTHER’.
23.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.02.1990 Repair ‘TWIST LOCK’.
23.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘BOGIE SIDEFRAME’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
23.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
17.05.1990 Repair ‘BRAKE BLOCK OTHER’.
17.05.1990 Repair ‘BRAKE PULL ROD’.
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17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 21 U’

12.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
12.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 21 U’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘HANDRAILS END’.
03.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
23.10.1990 Repair ‘BRAKE BLOCK OTHER’.
23.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
20.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
15.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
19.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
13.02.1991 Repair ‘SIDE STEP’.
13.02.1991 Repair ‘TWIST LOCK’.
13.02.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 21 U’
05.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.03.1991 Repair ‘COUPLER KNUCKLE’.
05.03.1991 Repair ‘VEHICLE COMPLETE’.
05.03.1991 Repair ‘WHEEL SET’.
05.03.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
27.03.1991 Repair ‘BRAKE BLOCK RB101’.
27.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
09.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
30.04.1991 Repair ‘BRAKE BLOCK OTHER’.
30.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
07.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.05.1991 Issued at location ‘Islington BG’ with a previous code of wagon
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‘RQDW 21 U’
10.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.05.1991 Repair ‘BOGIE SPRING’.
10.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
10.05.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘EMPTY LOAD VALVE’.
10.05.1991 Repair ‘GRADE CONTROL VALVE’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Repair ‘TWIST LOCK’.
10.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
14.09.1991 Repair ‘BRAKE BLOCK OTHER’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
17.09.1991 Repair ‘HANDRAILS END’.
17.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
26.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
08.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.10.1991 Repair ‘BRAKE LEVER’.
08.10.1991 Repair ‘BRAKE PULL ROD’.
08.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.10.1991 Repair ‘COUPLER KNUCKLE’.
08.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.10.1991 Repair ‘WHEEL SET’.
08.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
22.10.1991 Repair ‘SIDE STEP’.
22.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1991 Repair ‘BRAKE FULCRUM BRACKET’.
30.11.1991 Repair ‘BRAKE LEVER’.
30.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
14.12.1991 Repair ‘BRAKE BLOCK OTHER’.
14.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 21 U’
19.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
25.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1992 Repair ‘WHEEL SET’.
25.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
14.02.1992 Repair ‘BOGIE SIDEFRAME’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
11.03.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.03.1992 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
28.03.1992 Repair ‘SIDE STEP’.
28.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
07.06.1992 Repair ‘HANDRAILS END’.
07.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 21 U’
28.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
30.07.1992 Repair ‘SIDE STEP’.
30.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
06.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 21 U’
23.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1992 Repair ‘BOGIE BEARINGS’.
23.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
24.11.1992 Repair ‘BOGIE BEARINGS’.
24.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 21 U’
09.12.1992 Repair ‘BOGIE COMPLETE’.
09.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
20.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
18.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
01.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
01.03.1993 Repair ‘COUPLER KNUCKLE’.
01.03.1993 Repair ‘VEHICLE COMPLETE’.
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01.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
12.03.1993 Repair ‘BRAKE LEVER’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
25.03.1993 Repair ‘BRAKE LEVER’.
25.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
01.07.1993 Repair ‘HANDRAILS END’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘BRAKE BLOCK OTHER’.
24.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
21.09.1993 Repair ‘BOGIE SIDEFRAME’.
21.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
22.10.1993 Repair ‘HANDRAILS END’.
22.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
04.01.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.01.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
11.04.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 21 U’
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon

‘RQDW 21 U’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 21 U’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon
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‘RQDW 21 U’

VQDW 22

Details: wagon ‘VQDW 22 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

27.04.1994 Reclassified from wagon ‘VQDW 22 K’ to ’ wagon ‘RQDW 22 G’.
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 22 G’

VQDW 23

Details: wagon ‘VQDW 23 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 23 P
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

13.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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13.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 23 P’

15.07.1989 Repair ‘BRAKE BLOCK OTHER’.
15.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
30.08.1989 Repair ‘BRAKE BLOCK OTHER’.
30.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
03.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 23 P’
20.09.1989 Repair ‘BRAKE BLOCK OTHER’.
20.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
27.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
29.09.1989 Repair ‘BRAKE BLOCK OTHER’.
29.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
06.11.1989 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
06.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
06.12.1989 Repair ‘BRAKE BLOCK OTHER’.
06.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
29.12.1989 Repair ‘BOGIE COMPLETE’.
29.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
13.02.1990 Repair ‘BRAKE BLOCK OTHER’.
13.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
13.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 23 P’
08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
08.05.1990 Repair ‘EMPTY LOAD VALVE’.
08.05.1990 Repair ‘FLOOR COMPLETE’.
08.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
16.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1990 Repair ‘BRAKE BLOCK OTHER’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
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13.10.1990 Repair ‘HANDRAILS END’.
13.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
03.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
03.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Repair ‘VEHICLE COMPLETE’.
05.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
01.06.1991 Repair ‘STEP’.
01.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
01.08.1991 Repair ‘END HOSE’.
01.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQDW 23 P’
23.01.1992 Repair ‘BRAKE BLOCK OTHER’.
23.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
04.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.02.1992 Repair ‘VEHICLE COMPLETE’.
04.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
29.02.1992 Repair ‘BOGIE COMPLETE’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
03.03.1992 Repair ‘BRAKE SPREADER & HANGERS’.
03.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
05.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.03.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
27.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
23.05.1992 Repair ‘BRAKE BLOCK OTHER’.
23.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
22.09.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
01.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
01.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
02.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
12.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.01.1993 Repair ‘BRAKE SPREADER & HANGERS’.
12.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.01.1993 Repair ‘COUPLER KNUCKLE’.
12.01.1993 Repair ‘EMPTY LOAD VALVE’.
12.01.1993 Repair ‘GRADE CONTROL VALVE’.
12.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
16.04.1993 Repair ‘BRAKE LEVER’.
16.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1993 Repair ‘COUPLER KNUCKLE’.
29.04.1993 Repair ‘COUPLER KNUCKLE PIN’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
03.06.1993 Repair ‘BRAKE LEVER’.
03.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
22.06.1993 Repair ‘BRAKE FULCRUM BRACKET’.
22.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
06.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1993 Repair ‘VEHICLE COMPLETE’.
06.08.1993 Repair ‘WHEEL SET’.
06.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
12.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1993 Repair ‘BRANCH PIPE’.
12.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘BRAKE LEVER’.
10.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
10.12.1993 Repair ‘VEHICLE COMPLETE’.
10.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 23 P’
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 23 P’
08.05.1994 Repair ‘VEHICLE COMPLETE’.
08.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
11.05.1994 Repair ‘VEHICLE COMPLETE’.
11.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
22.06.1994 Repair ‘VEHICLE COMPLETE’.
22.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
10.07.1994 Repair ‘VEHICLE COMPLETE’.
10.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 23 P’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
16.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 23 P’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 23 P’

VQDW 24

Details: wagon ‘VQDW 24 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes
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Capacity of 53 tonnes

16.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 24 B’
29.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
29.07.1989 Repair ‘BRAKE LEVER’.
29.07.1989 Repair ‘BRAKE PULL ROD’.
29.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
29.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BEARINGS’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
29.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
01.12.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.12.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 24 B’
24.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.03.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.03.1990 Repair ‘EMPTY LOAD VALVE’.
24.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
25.03.1990 Repair ‘END HOSE’.
25.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 24 B’
04.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
17.05.1990 Repair ‘BRAKE BLOCK OTHER’.
17.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
17.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
23.05.1990 Repair ‘BRAKE BLOCK RB101’.
23.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 24 B’
30.05.1990 Repair ‘BRAKE BLOCK OTHER’.
30.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
30.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
06.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
06.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
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19.06.1990 Repair ‘BRAKE BLOCK OTHER’.
19.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
23.06.1990 Repair ‘BRAKE CONTROL PIPE’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
12.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1990 Repair ‘BOGIE COMPLETE’.
12.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.07.1990 Repair ‘COUPLER KNUCKLE’.
12.07.1990 Repair ‘EMPTY LOAD VALVE’.
12.07.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Repair ‘TWIST LOCK’.
12.07.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
19.08.1990 Repair ‘BRAKE BLOCK OTHER’.
19.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
19.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
15.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 24 B’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘BRAKE BLOCK OTHER’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘WHEEL SET’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
23.03.1991 Repair ‘BRAKE LEVER’.
23.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.03.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 24 B’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BRAKE SPREADER & HANGERS’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘EMPTY LOAD VALVE’.
09.04.1991 Repair ‘GRADE CONTROL VALVE’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
21.05.1991 Repair ‘BRAKE BLOCK RB101’.
21.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
25.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
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26.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Repair ‘VEHICLE COMPLETE’.
26.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
10.10.1991 Repair ‘COUPLER KNUCKLE’.
10.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
21.12.1991 Repair ‘HANDRAILS’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.04.1992 Repair ‘BRAKE LEVER’.
04.04.1992 Repair ‘BRAKE SPREADER & HANGERS’.
04.04.1992 Repair ‘COUPLER KNUCKLE’.
04.04.1992 Repair ‘EMPTY LOAD VALVE’.
04.04.1992 Repair ‘GRADE CONTROL VALVE’.
04.04.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
12.05.1992 Repair ‘HANDRAILS’.
12.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
18.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1992 Repair ‘WHEEL SET’.
18.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
30.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
06.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BRAKE PULL ROD’.
02.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
04.03.1993 Repair ‘BOGIE SPRING’.
04.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
24.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
25.01.1994 Repair ‘HANDRAILS END’.
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25.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 24 B’

07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
19.02.1994 Repair ‘VEHICLE COMPLETE’.
19.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 24 B’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
11.08.1994 Repair ‘VEHICLE COMPLETE’.
11.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
29.11.1994 Repair ‘VEHICLE COMPLETE’.
29.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
17.01.1995 Repair ‘VEHICLE COMPLETE’.
17.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 24 B’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
27.03.1995 Repair ‘VEHICLE COMPLETE’.
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27.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 24 B’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 24 B’

VQDW 25

Details: wagon ‘VQDW 25 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

04.07.1989 Repair ‘BRAKE BLOCK OTHER’.
04.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
10.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.07.1989 Repair ‘BOGIE FRICTION WEDGE’.
10.07.1989 Repair ‘BOGIE SPRING’.
10.07.1989 Repair ‘EMPTY LOAD VALVE’.
10.07.1989 Repair ‘END BRAKE COCK’.
10.07.1989 Repair ‘FLOOR SHEETING’.
10.07.1989 Repair ‘GRADE CONTROL VALVE’.
10.07.1989 Repair ‘TWIST LOCK’.
10.07.1989 Repair ‘TWIST LOCK’.
10.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
22.07.1989 Repair ‘BOGIE SPRING’.
22.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
28.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.07.1989 Repair ‘BRAKE BLOCK OTHER’.
28.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
09.08.1989 Repair ‘BRAKE BLOCK OTHER’.
09.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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09.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 25 K’

17.08.1989 Repair ‘BRAKE BLOCK OTHER’.
17.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
19.08.1989 Repair ‘COUPLER KNUCKLE PIN’.
19.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
02.09.1989 Repair ‘BOGIE SPRING’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
14.09.1989 Repair ‘BOGIE SPRING’.
14.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
23.09.1989 Repair ‘BRAKE BLOCK RB101’.
23.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
26.09.1989 Repair ‘BRAKE BLOCK OTHER’.
26.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
26.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
30.09.1989 Repair ‘BOGIE SPRING’.
30.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BRAKE BLOCK OTHER’.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
18.11.1989 Repair ‘BRAKE BLOCK OTHER’.
18.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
21.11.1989 Repair ‘BRAKE BLOCK OTHER’.
21.11.1989 Repair ‘BRAKE FULCRUM BRACKET’.
21.11.1989 Repair ‘BRAKE LEVER’.
21.11.1989 Repair ‘BRAKE PULL ROD’.
21.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1989 Repair ‘SAB SLACK ADJUSTER COMPLETE’.
21.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
23.11.1989 Repair ‘BRAKE BLOCK OTHER’.
23.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
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26.01.1990 Repair ‘BRAKE BLOCK OTHER’.
26.01.1990 Repair ‘HANDRAILS END’.
26.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
31.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.01.1990 Repair ‘BRAKE BLOCK OTHER’.
31.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
02.02.1990 Repair ‘BRAKE BLOCK OTHER’.
02.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
07.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
09.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
16.03.1990 Repair ‘BOGIE SIDEFRAME’.
16.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
18.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 25 K’
28.03.1990 Repair ‘BRAKE BLOCK OTHER’.
28.03.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
30.03.1990 Repair ‘BRAKE BLOCK OTHER’.
30.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
10.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
12.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
12.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
18.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
27.04.1990 Repair ‘BRAKE BLOCK OTHER’.
27.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
04.05.1990 Repair ‘BRAKE BLOCK OTHER’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
11.05.1990 Repair ‘BOGIE SPRING’.
11.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
01.06.1990 Repair ‘BRAKE BLOCK OTHER’.
01.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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01.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
01.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
26.06.1990 Repair ‘BOGIE SPRING’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
28.06.1990 Repair ‘COUPLER KNUCKLE’.
28.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
30.06.1990 Repair ‘BRAKE BLOCK OTHER’.
30.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
07.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
07.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
28.07.1990 Repair ‘BOGIE SPRING’.
28.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
02.08.1990 Repair ‘BRAKE BLOCK OTHER’.
02.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
23.08.1990 Repair ‘BRAKE BLOCK OTHER’.
23.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
16.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
01.11.1990 Repair ‘BRAKE PIN’.
01.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
15.11.1990 Repair ‘VEHICLE COMPLETE’.
15.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
21.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.11.1990 Repair ‘BRAKE LEVER’.
21.11.1990 Repair ‘BRAKE PULL ROD’.
21.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.11.1990 Repair ‘COUPLER KNUCKLE’.
21.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
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28.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
26.01.1991 Repair ‘WHEEL SET’.
26.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
16.08.1991 Repair ‘BRAKE BLOCK OTHER’.
16.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
12.09.1991 Repair ‘BRAKE PULL ROD’.
12.09.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
14.09.1991 Repair ‘BRAKE LEVER’.
14.09.1991 Repair ‘BRAKE PIN’.
14.09.1991 Repair ‘BRAKE PULL ROD’.
14.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
14.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
21.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
24.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
24.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
27.09.1991 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
03.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.10.1991 Repair ‘BRAKE SPREADER & HANGERS’.
15.10.1991 Repair ‘COUPLER KNUCKLE’.
15.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1991 Repair ‘WEAR PLATES & SADDLES’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
07.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
07.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
19.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
26.11.1991 Repair ‘TWIST LOCK’.
26.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
03.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1992 Repair ‘WHEEL SET’.
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03.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
23.05.1992 Repair ‘BRAKE BLOCK OTHER’.
23.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
10.06.1992 Repair ‘BRAKE LEVER’.
10.06.1992 Repair ‘BRAKE PULL ROD’.
10.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
31.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1992 Repair ‘COUPLER KNUCKLE’.
31.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
18.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
24.12.1992 Repair ‘TWIST LOCK’.
24.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
05.02.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
06.03.1993 Repair ‘BRAKE BLOCK RB101’.
06.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
12.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.03.1993 Repair ‘BRAKE PULL ROD’.
12.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
29.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1993 Repair ‘BRAKE LEVER’.
29.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.03.1993 Repair ‘COUPLER KNUCKLE’.
29.03.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
07.05.1993 Repair ‘BRAKE LEVER’.
07.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
12.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.05.1993 Repair ‘BRAKE PULL ROD’.
12.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
21.05.1993 Repair ‘BOGIE SIDEFRAME’.
21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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07.09.1993 Repair ‘BRAKE BLOCK OTHER’.
07.09.1993 Repair ‘BRAKE PULL ROD’.
07.09.1993 Repair ‘COUPLER KNUCKLE’.
07.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.09.1993 Repair ‘WHEEL SET’.
07.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘COUPLER KNUCKLE’.
28.09.1993 Repair ‘EMPTY LOAD VALVE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Repair ‘WHEEL SET’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 25 K’
13.05.1994 Repair ‘VEHICLE COMPLETE’.
13.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
08.07.1994 Repair ‘VEHICLE COMPLETE’.
08.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
17.08.1994 Repair ‘VEHICLE COMPLETE’.
17.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
22.02.1995 Repair ‘VEHICLE COMPLETE’.
22.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
23.03.1995 Repair ‘VEHICLE COMPLETE’.
23.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
15.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 25 K’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
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03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 25 K’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 25 K’

VQDW 26

Details: wagon ‘VQDW 26 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1989 Repair ‘BRAKE BLOCK OTHER’.
12.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.12.1989 Repair ‘COUPLER KNUCKLE’.
12.12.1989 Repair ‘EMPTY LOAD VALVE’.
12.12.1989 Repair ‘GRADE CONTROL VALVE’.
12.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Repair ‘TWIST LOCK’.
12.12.1989 Repair ‘TWIST LOCK’.
21.03.1990 Repair ‘END HOSE’.
22.09.1990 Repair ‘SIDE STEP’.

VQDW 27

Details: wagon ‘VQDW 27 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2

21948



2.855. Wagon classification starting with ‘VQD’

Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 27 F
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.01.1987 Reclassified from wagon ‘VQDW 27 J’ to ’ wagon ‘AQDW 18 M’.
17.05.1990 Repair ‘TWIST LOCK’.
17.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 27 F’
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Repair ‘COUPLER KNUCKLE’.
12.10.1990 Repair ‘EMPTY LOAD VALVE’.
12.10.1990 Repair ‘GRADE CONTROL VALVE’.
12.10.1990 Repair ‘SIDE BEARER’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
23.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1991 Repair ‘BRANCH PIPE’.
23.01.1991 Repair ‘END HOSE’.
23.01.1991 Repair ‘VEHICLE COMPLETE’.
23.01.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
07.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
31.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
12.10.1991 Repair ‘YOKE CARRIER’.
12.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
03.12.1991 Repair ‘GRADE CONTROL VALVE’.
03.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
10.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
29.04.1992 Repair ‘BRAKE BLOCK OTHER’.
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29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 27 F’

23.06.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
22.12.1992 Repair ‘BRAKE SPREADER & HANGERS’.
22.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
20.01.1993 Repair ‘BRAKE FULCRUM BRACKET’.
20.01.1993 Repair ‘BRAKE LEVER’.
20.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
08.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 27 F’
13.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1993 Repair ‘WHEEL SET’.
13.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
08.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.03.1993 Repair ‘BOGIE FRICTION WEDGE’.
08.03.1993 Repair ‘COUPLER KNUCKLE’.
08.03.1993 Repair ‘END HOSE’.
08.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
31.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
25.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
22.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1993 Repair ‘BOGIE SIDEFRAME’.
22.09.1993 Repair ‘BOGIE SPRING’.
22.09.1993 Repair ‘COUPLER KNUCKLE’.
22.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
07.02.1994 Repair ‘VEHICLE COMPLETE’.
07.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 27 F’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
13.07.1994 Repair ‘VEHICLE COMPLETE’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
27.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 27 F’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 27 F’
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 27 F’
29.08.1995 Repair ‘VEHICLE COMPLETE’.
29.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
19.10.1995 Repair ‘VEHICLE COMPLETE’.
19.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 27 F’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 27 F’
03.02.1997 Repair ‘VEHICLE COMPLETE’.

VQDW 28

Details: wagon ‘VQDW 28 S’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX AN HIRE,RET.V/LINE 13/05/88, EX RQDW
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes
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28.01.1987 Reclassified from wagon ‘VQDW 28 S’ to ’ wagon ‘AQDW 19 V’.
06.07.1989 Repair ‘STEP’.
06.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 28 Y’
21.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.03.1990 Repair ‘BOGIE BEARERS’.
21.03.1990 Repair ‘VEHICLE COMPLETE’.
21.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1990 Repair ‘BRANCH PIPE’.
04.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
18.04.1990 Repair ‘BRAKE PIN’.
18.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
04.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
09.05.1990 Repair ‘BRAKE BLOCK OTHER’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
30.05.1990 Repair ‘BRAKE BLOCK OTHER’.
30.05.1990 Repair ‘BRAKE LEVER’.
30.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
30.06.1990 Repair ‘AXLEBOX’.
30.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 28 Y’
01.08.1990 Repair ‘BOGIE SIDEFRAME’.
01.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
08.08.1990 Repair ‘BRAKE BLOCK OTHER’.
08.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 28 Y’
17.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
21.03.1991 Repair ‘HANDBRAKE HANDLE’.
21.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
03.04.1991 Repair ‘BRAKE LEVER’.
03.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 28 Y’
19.04.1991 Repair ‘BRAKE BLOCK OTHER’.
19.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
03.05.1991 Repair ‘WEAR PLATES & SADDLES’.
03.05.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 28 Y’
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07.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
10.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1991 Repair ‘COUPLER KNUCKLE’.
10.08.1991 Repair ‘EMPTY LOAD VALVE’.
10.08.1991 Repair ‘GRADE CONTROL VALVE’.
10.08.1991 Repair ‘WHEEL SET’.
10.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
04.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1991 Repair ‘BOGIE BEARERS’.
04.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
05.06.1992 Repair ‘BRAKE BLOCK OTHER’.
05.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
07.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1992 Repair ‘BOGIE FRICTION WEDGE’.
07.07.1992 Repair ‘COUPLER KNUCKLE’.
07.07.1992 Repair ‘EMPTY LOAD VALVE’.
07.07.1992 Repair ‘GRADE CONTROL VALVE’.
07.07.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
08.08.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
08.08.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 28 Y’
12.10.1992 Repair ‘WHEEL SET’.
12.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
25.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
15.05.1993 Repair ‘STEP’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
03.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.06.1993 Repair ‘COUPLER KNUCKLE’.
03.06.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
10.05.1994 Repair ‘VEHICLE RECLASSIFY’.
10.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 28 Y’
12.05.1994 Repair ‘VEHICLE COMPLETE’.
12.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Repair ‘VEHICLE COMPLETE’.
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08.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 28 Y’

08.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 28 Y’

20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
03.08.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
27.08.1994 Repair ‘VEHICLE COMPLETE’.
27.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 28 Y’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 28 Y’
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 28 Y’
11.12.1995 Repair ‘VEHICLE RECLASSIFY’.
11.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 28 Y’
03.02.1997 Repair ‘VEHICLE COMPLETE’.

VQDW 29

Details: wagon ‘VQDW 29 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX RQDW 29 A
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.01.1987 Reclassified from wagon ‘VQDW 29 E’ to ’ wagon ‘AQDW 20 R’.
12.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1990 Repair ‘BOGIE BEARINGS’.
12.06.1990 Repair ‘COUPLER KNUCKLE’.
12.06.1990 Repair ‘EMPTY LOAD VALVE’.
12.06.1990 Repair ‘GRADE CONTROL VALVE’.
12.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
24.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
28.09.1990 Repair ‘HANDRAILS END’.
28.09.1990 Repair ‘STEP’.
28.09.1990 Repair ‘TWIST LOCK’.
28.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
12.10.1990 Repair ‘BOGIE SPRING’.
12.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
14.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 29 A’
17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘COUPLER KNUCKLE’.
17.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
21.11.1990 Repair ‘BOGIE SPRING’.
21.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
12.12.1990 Repair ‘BOGIE SPRING’.
12.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
16.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
10.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
05.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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05.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 29 A’
17.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
17.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
23.08.1991 Repair ‘STRIKING CASTING’.
23.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
08.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
20.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.11.1991 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1991 Repair ‘COUPLER KNUCKLE’.
20.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
14.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
24.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
26.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 29 A’
30.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
30.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
05.03.1992 Repair ‘BRAKE FULCRUM BRACKET’.
05.03.1992 Repair ‘BRAKE PIN’.
05.03.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
07.03.1992 Repair ‘BRAKE PULL ROD’.
07.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
23.05.1992 Repair ‘BRAKE BLOCK OTHER’.
23.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
27.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.05.1992 Repair ‘BRAKE LEVER’.
27.05.1992 Repair ‘BRAKE PULL ROD’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
23.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
18.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
18.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 29 A’
04.09.1992 Repair ‘STEP’.
04.09.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
04.09.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
21.01.1993 Repair ‘HANDRAILS END’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
06.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
24.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1993 Repair ‘BOGIE SPRING’.
24.02.1993 Repair ‘BRAKE LEVER’.
24.02.1993 Repair ‘BRAKE PIN’.
24.02.1993 Repair ‘COUPLER KNUCKLE’.
24.02.1993 Repair ‘EMPTY LOAD VALVE’.
24.02.1993 Repair ‘GRADE CONTROL VALVE’.
24.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
18.08.1993 Repair ‘STEP’.
18.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
09.09.1993 Repair ‘TWIST LOCK’.
09.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Repair ‘TWIST LOCK’.
13.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
10.10.1993 Repair ‘COUPLER COMPLETE’.
10.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 29 A’
15.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1993 Repair ‘BOGIE SPRING’.
15.10.1993 Repair ‘COUPLER KNUCKLE’.
15.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
14.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.12.1993 Repair ‘EMPTY LOAD VALVE’.
14.12.1993 Repair ‘GRADE CONTROL VALVE’.
14.12.1993 Repair ‘TWIST LOCK’.
14.12.1993 Repair ‘WHEEL SET’.
14.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
26.04.1994 Repair ‘VEHICLE COMPLETE’.

21957



2. TIMS GROUP INFORMATION - WAGONS

26.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 29 A’

28.04.1994 Repair ‘VEHICLE RECLASSIFY’.
28.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
23.05.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
05.04.1995 Repair ‘VEHICLE COMPLETE’.
05.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 29 A’
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 29 A’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 29 A’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 29 A’

VQDW 30

Details: wagon ‘VQDW 30 A’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

VQDW 31

22.09.1988 Reclassified from wagon ‘VQDW 31 J’ to ’ wagon ‘NQMW 60054 J’.

VQDW 32

10.08.1988 Reclassified from wagon ‘VQDW 32 S’ to ’ wagon ‘NQMW 60055 S’.

VQDW 37

Details: wagon ‘VQDW 37 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.7m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX AN HIRE WAGON, EX RQDW 37 N
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.01.1987 Reclassified from wagon ‘VQDW 37 R’ to ’ wagon ‘AQDW 21 D’.
09.12.1989 Repair ‘HANDRAILS END’.
09.12.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 37 N’
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22.12.1989 Repair ‘VEHICLE COMPLETE’.
22.12.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQDW 37 N’
30.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1989 Repair ‘COUPLER COMPLETE’.
30.12.1989 Repair ‘COUPLER KNUCKLE’.
30.12.1989 Repair ‘EMPTY LOAD VALVE’.
30.12.1989 Repair ‘GRADE CONTROL VALVE’.
30.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
10.04.1990 Repair ‘BOGIE BEARERS’.
10.04.1990 Repair ‘BOGIE BEARINGS’.
10.04.1990 Repair ‘SIDE BEARER’.
10.04.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
03.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.05.1990 Repair ‘BOGIE COMPLETE’.
03.05.1990 Repair ‘BRAKE BLOCK OTHER’.
03.05.1990 Repair ‘BRAKE LEVER’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
03.05.1990 Repair ‘COUPLER KNUCKLE’.
03.05.1990 Repair ‘EMPTY LOAD VALVE’.
03.05.1990 Repair ‘GRADE CONTROL VALVE’.
03.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
17.07.1990 Repair ‘BOGIE BOLSTER’.
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
17.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 37 N’
21.08.1990 Repair ‘STEP’.
21.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
23.08.1990 Repair ‘BRAKE BLOCK OTHER’.
23.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 37 N’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.10.1990 Repair ‘BRAKE FULCRUM BRACKET’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.10.1990 Repair ‘SIDE BEARER’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘BOGIE BOLSTER’.
20.11.1990 Repair ‘VEHICLE COMPLETE’.
20.11.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
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18.01.1991 Repair ‘STEP’.
18.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
08.02.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
26.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
02.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.08.1991 Repair ‘YOKE CARRIER’.
02.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
09.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1991 Repair ‘COUPLER KNUCKLE’.
09.10.1991 Repair ‘EMPTY LOAD VALVE’.
09.10.1991 Repair ‘GRADE CONTROL VALVE’.
09.10.1991 Repair ‘WHEEL SET’.
09.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
19.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.03.1992 Repair ‘BRAKE LEVER’.
19.03.1992 Repair ‘COUPLER KNUCKLE’.
19.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
23.06.1992 Repair ‘STEP’.
23.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
03.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.02.1993 Repair ‘BRANCH PIPE’.
03.02.1993 Repair ‘TRAIN PIPE (END)’.
03.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
02.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
02.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
18.03.1993 Repair ‘BRAKE SPREADER & HANGERS’.
18.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘WHEEL SET’.
15.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
02.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
25.10.1993 Repair ‘TRAIN PIPE (END)’.
25.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
12.11.1993 Repair ‘END HOSE’.
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12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 37 N’

24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.11.1993 Repair ‘TRAIN PIPE (END)’.
24.11.1993 Repair ‘WHEEL SET’.
24.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
14.12.1993 Repair ‘COUPLER COMPLETE’.
14.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 37 N’
18.07.1994 Repair ‘VEHICLE COMPLETE’.
18.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
13.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 37 N’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
01.08.1995 Repair ‘VEHICLE COMPLETE’.
01.08.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 37 N’
19.12.1995 Repair ‘VEHICLE RECLASSIFY’.
19.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 37 N’
03.02.1997 Repair ‘VEHICLE COMPLETE’.

VQDW 38

24.09.1987 Reclassified from wagon ‘VQDW 38 D’ to ’ wagon ‘NQMW 60060 E’.
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VQDW 39

Details: wagon ‘VQDW 39 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 39 X
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.01.1987 Reclassified from wagon ‘VQDW 39 M’ to ’ wagon ‘AQDW 22 M’.
08.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.06.1990 Repair ‘BOGIE COMPLETE’.
08.06.1990 Repair ‘BRAKE LEVER’.
08.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.06.1990 Repair ‘VEHICLE COMPLETE’.
08.06.1990 Repair ‘WEAR PLATES & SADDLES’.
08.06.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
03.07.1990 Repair ‘END HOSE’.
03.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
17.07.1990 Repair ‘BRAKE BLOCK OTHER’.
17.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
19.07.1990 Repair ‘BRAKE BLOCK OTHER’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
11.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1990 Repair ‘YOKE SUPPORT PLATE LINER’.
11.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
02.08.1991 Repair ‘YOKE CARRIER’.
02.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
24.08.1991 Repair ‘TWIST LOCK’.
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24.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 39 X’

26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE COMPLETE’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
26.09.1991 Repair ‘WHEEL SET’.
26.09.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
11.10.1991 Repair ‘STEP’.
11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
18.01.1992 Repair ‘YOKE CARRIER’.
18.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
14.02.1992 Repair ‘BOGIE SIDEFRAME’.
14.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
29.02.1992 Repair ‘BOGIE COMPLETE’.
29.02.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
26.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
21.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘WHEEL SET’.
08.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
24.03.1993 Repair ‘TRAIN PIPE (END)’.
24.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
17.04.1993 Repair ‘BRAKE LEVER’.
17.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.04.1993 Repair ‘STEP’.
17.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
04.02.1994 Repair ‘VEHICLE COMPLETE’.
04.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
17.02.1994 Repair ‘VEHICLE COMPLETE’.
17.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 39 X’
26.05.1994 Repair ‘VEHICLE COMPLETE’.
26.05.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 39 X’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
24.12.1994 Repair ‘VEHICLE COMPLETE’.
24.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 39 X’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 39 X’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 39 X’

VQDW 41

09.09.1987 Reclassified from wagon ‘VQDW 41 R’ to ’ wagon ‘NQMW 60062 W’.

VQDW 42

Details: wagon ‘VQDW 42 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
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Remarks: EX RQDW 42 W
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

26.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
13.09.1990 Repair ‘BRAKE BLOCK OTHER’.
13.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
15.11.1990 Repair ‘YOKE CARRIER’.
15.11.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 42 W’
01.02.1991 Repair ‘HANDRAILS END’.
01.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
09.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
23.04.1991 Repair ‘BRAKE BLOCK OTHER’.
23.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
19.06.1991 Repair ‘HANDRAILS END’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
01.04.1992 Repair ‘HANDRAILS END’.
01.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
20.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1992 Repair ‘HANDRAILS’.
20.08.1992 Repair ‘HANDRAILS END’.
20.08.1992 Repair ‘WHEEL SET’.
20.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
31.10.1992 Repair ‘HANDRAILS END’.
31.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
16.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1992 Repair ‘BOGIE BOLSTER’.
16.11.1992 Repair ‘COUPLER KNUCKLE’.
16.11.1992 Repair ‘VEHICLE COMPLETE’.
16.11.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
28.03.1993 Repair ‘HANDRAILS END’.
28.03.1993 Repair ‘STEP’.
28.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 42 W’
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23.04.1993 Repair ‘BRAKE BLOCK OTHER’.
23.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
01.08.1993 Repair ‘BOGIE SPRING’.
01.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
28.09.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
29.03.1994 Repair ‘VEHICLE COMPLETE’.
29.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
07.04.1994 Repair ‘VEHICLE COMPLETE’.
07.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 42 W’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
26.07.1994 Repair ‘VEHICLE COMPLETE’.
26.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
04.08.1994 Repair ‘VEHICLE COMPLETE’.
04.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
09.09.1994 Repair ‘VEHICLE COMPLETE’.
09.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
25.11.1994 Repair ‘VEHICLE COMPLETE’.
25.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 42 W’
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12.12.1994 Repair ‘VEHICLE COMPLETE’.
12.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 42 W’
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Repair ‘VEHICLE RECLASSIFY’.
09.06.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 42 W’
09.06.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 42 W’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 42 W’
01.01.1997 Repair ‘VEHICLE COMPLETE’.

VQDW 45

09.09.1987 Reclassified from wagon ‘VQDW 45 H’ to ’ wagon ‘NQMW 60065 D’.

VQDW 46

24.09.1987 Reclassified from wagon ‘VQDW 46 Q’ to ’ wagon ‘NQMW 60066 M’.

VQDW 48

09.09.1987 Reclassified from wagon ‘VQDW 48 L’ to ’ wagon ‘NQMW 60068 H’.

VQDW 52

12.04.1994 Reclassified from wagon ‘VQDW 52 L’ to ’ wagon ‘RQDW 52 H’.

VQDW 53

Details: wagon ‘VQDW 53 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ
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Capacity of 53 tonnes

Capacity of 53 tonnes

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘COUPLER KNUCKLE’.
12.07.1989 Repair ‘EMPTY LOAD VALVE’.
12.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘TWIST LOCK’.
12.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
01.11.1989 Repair ‘BRAKE BLOCK OTHER’.
01.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
15.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
20.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
22.11.1989 Repair ‘BRAKE BLOCK OTHER’.
22.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
06.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
13.12.1989 Repair ‘BRAKE BLOCK OTHER’.
13.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
13.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
16.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.12.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘BOGIE SIDEFRAME’.
25.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
10.02.1990 Repair ‘BRAKE BLOCK OTHER’.
10.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
13.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
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13.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 53 Q’

20.02.1990 Repair ‘BRAKE LEVER’.
20.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
27.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
06.03.1990 Repair ‘BRAKE BLOCK OTHER’.
06.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
20.03.1990 Repair ‘BRAKE BLOCK OTHER’.
20.03.1990 Repair ‘BRAKE LEVER’.
20.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
29.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
29.03.1990 Repair ‘BRAKE LEVER’.
29.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
31.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.03.1990 Repair ‘BRAKE LEVER’.
31.03.1990 Repair ‘BRAKE PIN’.
31.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
06.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.04.1990 Repair ‘BOGIE SPRING’.
06.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
11.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.04.1990 Repair ‘BRAKE PULL ROD’.
11.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
28.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.04.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
08.05.1990 Repair ‘BRAKE PULL ROD’.
08.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.05.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
29.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
31.05.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
02.06.1990 Repair ‘BRAKE SPREADER & HANGERS’.
02.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
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13.06.1990 Repair ‘BOGIE SIDEFRAME’.
13.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
15.06.1990 Repair ‘BRAKE BLOCK OTHER’.
15.06.1990 Repair ‘BRAKE LEVER’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
20.06.1990 Repair ‘BRAKE LEVER’.
20.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
22.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.06.1990 Repair ‘BRAKE LEVER’.
22.06.1990 Repair ‘BRAKE PULL ROD’.
22.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
19.09.1990 Repair ‘BOGIE SPRING’.
19.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
25.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
03.10.1990 Repair ‘HANDBRAKE HANDLE’.
03.10.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.04.1991 Repair ‘COUPLER KNUCKLE’.
15.04.1991 Repair ‘EMPTY LOAD VALVE’.
15.04.1991 Repair ‘GRADE CONTROL VALVE’.
15.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
15.04.1991 Repair ‘STEP’.
15.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘EMPTY LOAD VALVE’.
17.04.1991 Repair ‘GRADE CONTROL VALVE’.
17.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
04.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
14.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
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14.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 53 Q’

20.09.1991 Repair ‘BRAKE BLOCK OTHER’.
20.09.1991 Repair ‘BRAKE FULCRUM BRACKET’.
20.09.1991 Repair ‘BRAKE LEVER’.
20.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.09.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
04.12.1991 Repair ‘BOGIE SPRING’.
04.12.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
11.06.1992 Repair ‘TWIST LOCK’.
11.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
22.08.1992 Repair ‘BRAKE FULCRUM BRACKET’.
22.08.1992 Repair ‘BRAKE LEVER’.
22.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
25.08.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
25.08.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
12.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 53 Q’
20.11.1992 Repair ‘BRAKE SPREADER & HANGERS’.
20.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
19.01.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.01.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
21.05.1993 Repair ‘BRAKE LEVER’.
21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
25.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
24.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.07.1993 Repair ‘VEHICLE COMPLETE’.
24.07.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 53 Q’
07.07.1994 Repair ‘VEHICLE COMPLETE’.
07.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 53 Q’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 53 Q’
14.10.1994 Repair ‘VEHICLE COMPLETE’.
14.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 53 Q’
08.12.1995 Repair ‘VEHICLE RECLASSIFY’.
08.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 53 Q’

VQDW 54

27.04.1994 Reclassified from wagon ‘VQDW 54 G’ to ’ wagon ‘RQDW 54 C’.

VQDW 55

Details: wagon ‘VQDW 55 P’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

27.04.1994 Reclassified from wagon ‘VQDW 55 P’ to ’ wagon ‘RQDW 55 L’.
23.10.1995 Repair ‘VEHICLE RECLASSIFY’.
23.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDF 55 M’
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VQDW 56

27.04.1994 Reclassified from wagon ‘VQDW 56 B’ to ’ wagon ‘RQDW 56 U’.

VQDW 58

Details: wagon ‘VQDW 58 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 58 P
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

01.07.1989 Repair ‘BRAKE BLOCK OTHER’.
01.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
11.07.1989 Repair ‘BRAKE BLOCK RB101’.
11.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
19.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.07.1989 Repair ‘COUPLER KNUCKLE’.
19.07.1989 Repair ‘END BRAKE COCK’.
19.07.1989 Repair ‘END HOSE’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘TWIST LOCK’.
19.07.1989 Repair ‘WHEEL SET’.
19.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
17.08.1989 Repair ‘END BRAKE COCK’.
17.08.1989 Repair ‘END HOSE’.
17.08.1989 Repair ‘TRAIN PIPE (END)’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BEARINGS’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
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23.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.08.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
05.10.1989 Repair ‘HANDRAILS END’.
05.10.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
18.10.1989 Repair ‘TWIST LOCK’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
25.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
19.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
08.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.12.1989 Repair ‘COUPLER KNUCKLE’.
08.12.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘EMPTY LOAD VALVE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
08.12.1989 Repair ‘GRADE CONTROL VALVE’.
08.12.1989 Repair ‘SIDE MEMBER’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Repair ‘TWIST LOCK’.
08.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE PULL ROD’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
12.01.1990 Repair ‘GRADE CONTROL VALVE’.
12.01.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
23.01.1990 Repair ‘BOGIE SPRING’.
23.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
12.02.1990 Repair ‘HOSE FITTINGS’.
12.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
21.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BRAKE BLOCK OTHER’.
07.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.03.1990 Repair ‘BRAKE LEVER’.
07.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 58 P’
30.03.1990 Repair ‘BODY COMPLETE’.
30.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 58 P’
04.05.1990 Repair ‘BRAKE BLOCK OTHER’.
04.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
17.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
08.06.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
19.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.07.1990 Repair ‘BRAKE BLOCK OTHER’.
19.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
24.07.1990 Repair ‘TWIST LOCK’.
24.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
28.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
02.08.1990 Repair ‘BOGIE SIDEFRAME’.
02.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
04.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
04.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
14.08.1990 Repair ‘BRAKE BLOCK OTHER’.
14.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
21.08.1990 Repair ‘BRAKE BLOCK OTHER’.
21.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COUPLER KNUCKLE’.
05.12.1990 Repair ‘WHEEL SET’.
05.12.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
23.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
31.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 58 P’
20.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1991 Repair ‘COUPLER KNUCKLE’.
20.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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20.02.1991 Repair ‘EMPTY LOAD VALVE’.
20.02.1991 Repair ‘GRADE CONTROL VALVE’.
20.02.1991 Repair ‘TWIST LOCK’.
20.02.1991 Repair ‘TWIST LOCK’.
20.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
21.08.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1991 Repair ‘BRAKE LEVER’.
21.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
02.10.1991 Repair ‘BOGIE SIDEFRAME’.
02.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
11.10.1991 Repair ‘BRAKE FULCRUM BRACKET’.
11.10.1991 Repair ‘BRAKE LEVER’.
11.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
27.11.1991 Repair ‘TWIST LOCK’.
27.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
30.07.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
02.11.1992 Repair ‘HANDBRAKE HANDLE’.
02.11.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
15.05.1993 Repair ‘BRAKE FULCRUM BRACKET’.
15.05.1993 Repair ‘BRAKE LEVER’.
15.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
27.11.1993 Repair ‘COUPLER KNUCKLE’.
27.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
07.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.12.1993 Repair ‘COUPLER KNUCKLE’.
07.12.1993 Repair ‘EMPTY LOAD VALVE’.
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07.12.1993 Repair ‘END BRAKE COCK’.
07.12.1993 Repair ‘GRADE CONTROL VALVE’.
07.12.1993 Repair ‘WHEEL SET’.
07.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
26.03.1994 Repair ‘VEHICLE COMPLETE’.
26.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 58 P’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
25.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
28.08.1994 Repair ‘VEHICLE COMPLETE’.
28.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
08.11.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 58 P’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
16.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 58 P’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 58 P’

VQDW 60

17.10.1988 Reclassified from wagon ‘VQDW 60 B’ to ’ wagon ‘NQMW 60074 C’.
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VQDW 61

Details: wagon ‘VQDW 61 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 61 G
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 61 G’
27.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
27.09.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 61 G’
04.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
10.05.1990 Repair ‘BOGIE SIDEFRAME’.
10.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
21.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.09.1990 Repair ‘BRAKE PULL ROD’.
21.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.09.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 61 G’
06.02.1991 Repair ‘END HOSE’.
06.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
02.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
08.11.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 61 G’
24.03.1992 Repair ‘BRAKE LEVER’.
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24.03.1992 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 61 G’

26.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
28.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1992 Repair ‘BRAKE LEVER’.
28.03.1992 Repair ‘BRAKE PULL ROD’.
28.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.03.1992 Repair ‘VEHICLE COMPLETE’.
28.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
29.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
09.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1992 Repair ‘COUPLER KNUCKLE’.
09.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
27.08.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.08.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
01.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
20.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.10.1992 Repair ‘BRAKE LEVER’.
20.10.1992 Repair ‘BRAKE PULL ROD’.
20.10.1992 Repair ‘COUPLER KNUCKLE’.
20.10.1992 Repair ‘EMPTY LOAD VALVE’.
20.10.1992 Repair ‘GRADE CONTROL VALVE’.
20.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘END HOSE’.
22.12.1992 Repair ‘WHEEL SET’.
22.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
13.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.02.1993 Repair ‘BRAKE LEVER’.
13.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.02.1993 Repair ‘BRAKE SPREADER & HANGERS’.
25.02.1993 Repair ‘END HOSE’.
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25.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
01.04.1993 Repair ‘BRAKE BLOCK OTHER’.
01.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
14.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
14.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘COUPLER KNUCKLE’.
22.11.1993 Repair ‘EMPTY LOAD VALVE’.
22.11.1993 Repair ‘GRADE CONTROL VALVE’.
22.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
30.11.1993 Repair ‘BRAKE LEVER’.
30.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 61 G’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 61 G’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
03.03.1995 Repair ‘VEHICLE COMPLETE’.
03.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 61 G’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 61 G’

VQDW 62

27.04.1994 Reclassified from wagon ‘VQDW 62 T’ to ’ wagon ‘RQDW 62 P’.

VQDW 63

27.04.1994 Reclassified from wagon ‘VQDW 63 F’ to ’ wagon ‘RQDW 63 B’.

VQDW 64

09.09.1987 Reclassified from wagon ‘VQDW 64 Y’ to ’ wagon ‘NQMW 60075 L’.

VQDW 65

Details: wagon ‘VQDW 65 A’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 65 T
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.01.1987 Reclassified from wagon ‘VQDW 65 A’ to ’ wagon ‘AQDW 24 H’.
12.11.1989 Repair ‘BRAKE PULL ROD’.
12.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 65 T’
17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.11.1989 Repair ‘BRAKE LEVER’.
17.11.1989 Repair ‘BRAKE PIN’.
17.11.1989 Repair ‘BRAKE PULL ROD’.
17.11.1989 Repair ‘COUPLER KNUCKLE’.
17.11.1989 Repair ‘EMPTY LOAD VALVE’.
17.11.1989 Repair ‘GRADE CONTROL VALVE’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Repair ‘TWIST LOCK’.
17.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
23.08.1990 Repair ‘BRAKE BLOCK OTHER’.
23.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 65 T’
25.08.1990 Repair ‘BRAKE BLOCK OTHER’.
25.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 65 T’
28.08.1990 Repair ‘BRAKE BLOCK OTHER’.
28.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
05.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Repair ‘VEHICLE COMPLETE’.
05.09.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
15.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1990 Repair ‘COUPLER KNUCKLE’.
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15.10.1990 Repair ‘EMPTY LOAD VALVE’.
15.10.1990 Repair ‘GRADE CONTROL VALVE’.
15.10.1990 Repair ‘SIDE BEARER’.
15.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
09.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
30.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
19.01.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.01.1991 Repair ‘BRAKE PULL ROD’.
19.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 65 T’
26.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.04.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 65 T’
02.05.1991 Repair ‘HANDRAILS END’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
04.05.1991 Repair ‘HANDRAILS END’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
03.07.1991 Repair ‘BOGIE SPRING’.
03.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
03.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
03.10.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 65 T’
20.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 65 T’
20.11.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 65 T’
09.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.12.1991 Repair ‘COUPLER KNUCKLE’.
09.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘WHEEL SET’.
25.03.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
11.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.06.1992 Repair ‘BRAKE PULL ROD’.
11.06.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.06.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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25.08.1992 Repair ‘BRANCH PIPE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
01.10.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1992 Repair ‘GRADE CONTROL VALVE’.
01.10.1992 Repair ‘GRADE CONTROL VALVE’.
01.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
25.02.1993 Repair ‘WHEEL SET’.
25.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
29.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
29.04.1993 Repair ‘VEHICLE COMPLETE’.
29.04.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
06.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
21.05.1993 Repair ‘BOGIE SIDEFRAME’.
21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
23.05.1993 Repair ‘HANDRAILS END’.
23.05.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 65 T’
28.05.1993 Repair ‘BRAKE BLOCK OTHER’.
28.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘GRADE CONTROL VALVE’.
28.09.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
02.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.11.1993 Repair ‘WHEEL SET’.
02.11.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
01.12.1993 Repair ‘BRAKE LEVER’.
01.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
17.03.1994 Repair ‘VEHICLE COMPLETE’.
17.03.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
22.04.1994 Repair ‘VEHICLE RECLASSIFY’.
22.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 65 T’
27.04.1994 Repair ‘VEHICLE COMPLETE’.
27.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
27.06.1994 Repair ‘VEHICLE COMPLETE’.
27.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
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28.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
20.08.1994 Repair ‘VEHICLE COMPLETE’.
20.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
05.01.1995 Repair ‘VEHICLE COMPLETE’.
05.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
10.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
20.03.1995 Repair ‘VEHICLE COMPLETE’.
20.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
28.03.1995 Repair ‘VEHICLE COMPLETE’.
28.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 65 T’
21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 65 T’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 65 T’

VQDW 66

28.01.1987 Reclassified from wagon ‘VQDW 66 J’ to ’ wagon ‘AQDW 26 C’.
30.03.1994 Alteration ‘RECLASSIFY ‘AQDW’, ‘VQCW’ AND ‘VQDW’ TO ‘RQDW’

(NRC019)’. New class: ‘RQDW’.

VQDW 67

Details: wagon ‘VQDW 67 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: V F-5
Date Built: 01.01.1973
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 67 Y
BSG Code: VXQQ

Capacity of 53 tonnes

Capacity of 53 tonnes

28.01.1987 Reclassified from wagon ‘VQDW 67 S’ to ’ wagon ‘AQDW 25 Q’.
16.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1989 Repair ‘BRAKE LEVER’.
16.08.1989 Repair ‘BRAKE PULL ROD’.
16.08.1989 Repair ‘COUPLER KNUCKLE’.
16.08.1989 Repair ‘EMPTY LOAD VALVE’.
16.08.1989 Repair ‘GRADE CONTROL VALVE’.
16.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.08.1989 Repair ‘STRIKING CASTING’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Repair ‘TWIST LOCK’.
16.08.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
14.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
27.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
07.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.08.1990 Repair ‘WEAR PLATES & SADDLES’.
07.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
16.08.1990 Repair ‘BRAKE BLOCK OTHER’.
16.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
23.08.1990 Repair ‘HANDRAILS END’.
23.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
25.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
25.08.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
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03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER KNUCKLE’.
03.10.1990 Repair ‘EMPTY LOAD VALVE’.
03.10.1990 Repair ‘GRADE CONTROL VALVE’.
03.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
01.02.1991 Repair ‘VEHICLE COMPLETE’.
01.02.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
16.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.04.1991 Repair ‘BRAKE PULL ROD’.
16.04.1991 Repair ‘COUPLER KNUCKLE’.
16.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.04.1991 Repair ‘STEP’.
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘TWIST LOCK’.
16.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.04.1991 Repair ‘VEHICLE COMPLETE’.
16.04.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
02.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
04.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
04.05.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
16.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
16.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
19.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
21.06.1991 Repair ‘BRAKE SPREADER & HANGERS’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
17.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.07.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
23.07.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
06.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
06.08.1991 Repair ‘SIDE STEP’.
06.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
02.10.1991 Repair ‘BOGIE SIDEFRAME’.
02.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
17.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.10.1991 Repair ‘BRAKE PULL ROD’.
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17.10.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.10.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
30.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.11.1991 Repair ‘COUPLER KNUCKLE’.
30.11.1991 Repair ‘EMPTY LOAD VALVE’.
30.11.1991 Repair ‘GRADE CONTROL VALVE’.
30.11.1991 Repair ‘WHEEL SET’.
30.11.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
28.12.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.12.1991 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1992 Repair ‘COUPLER KNUCKLE’.
19.02.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.02.1992 Repair ‘WHEEL SET’.
19.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
04.03.1992 Repair ‘BRAKE BLOCK OTHER’.
04.03.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 67 Y’
09.04.1992 Repair ‘BRAKE LEVER’.
09.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
02.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
04.07.1992 Repair ‘BOGIE COMPLETE’.
04.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
13.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.02.1993 Repair ‘BRAKE FULCRUM BRACKET’.
13.02.1993 Repair ‘BRAKE LEVER’.
13.02.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BEARINGS’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Repair ‘TWIST LOCK’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
14.04.1993 Repair ‘STEP’.
14.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
13.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.05.1993 Repair ‘BRAKE PULL ROD’.
13.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
21.05.1993 Repair ‘BOGIE SIDEFRAME’.
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21.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQDW 67 Y’

07.07.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
11.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
12.11.1993 Repair ‘BRAKE SPRING’.
12.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
19.05.1994 Repair ‘VEHICLE RECLASSIFY’.
19.05.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQDW 67 Y’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
15.07.1994 Repair ‘VEHICLE COMPLETE’.
15.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQDW 67 Y’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 67 Y’
05.03.1995 Repair ‘VEHICLE COMPLETE’.
05.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 67 Y’
22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 67 Y’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 67 Y’
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VQDW 69

24.09.1987 Reclassified from wagon ‘VQDW 69 N’ to ’ wagon ‘NQMW 60077 G’.

VQDW 70

28.01.1987 Reclassified from wagon ‘VQDW 70 J’ to ’ wagon ‘AQDW 27 L’.
26.04.1994 Reclassified from wagon ‘VQDW 70 J’ to ’ wagon ‘RQDW 70 F’.

VQDW 71

28.01.1987 Reclassified from wagon ‘VQDW 71 S’ to ’ wagon ‘AQDW 28 U’.
26.04.1994 Reclassified from wagon ‘VQDW 71 S’ to ’ wagon ‘RQDW 71 Y’.

VQDW 72

Details: wagon ‘VQDW 72 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 24.8m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX RQDW 72 A
BSG Code: VXQZ

Capacity of 53 tonnes

Capacity of 53 tonnes

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.07.1989 Repair ‘BOGIE COMPLETE’.
11.07.1989 Repair ‘BRAKE FULCRUM BRACKET’.
11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Repair ‘END BRAKE COCK’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
16.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 72 A’
17.08.1989 Repair ‘BOGIE SIDEFRAME’.
17.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
19.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 72 A’
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26.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
02.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.09.1989 Repair ‘BRAKE BLOCK OTHER’.
02.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
05.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
21.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
06.10.1989 Repair ‘BRAKE BLOCK OTHER’.
06.10.1989 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 72 A’
18.10.1989 Repair ‘BRAKE LEVER’.
18.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
20.10.1989 Repair ‘BRAKE BLOCK OTHER’.
20.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
27.10.1989 Repair ‘BRAKE BLOCK OTHER’.
27.10.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
03.11.1989 Repair ‘TWIST LOCK’.
03.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
28.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
13.01.1990 Repair ‘BRAKE BLOCK OTHER’.
13.01.1990 Repair ‘BRAKE LEVER’.
13.01.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 72 A’
24.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.01.1990 Repair ‘BRAKE BLOCK OTHER’.
24.01.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
16.02.1990 Repair ‘BRAKE BLOCK OTHER’.
16.02.1990 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 72 A’
21.02.1990 Repair ‘BRAKE BLOCK OTHER’.
21.02.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
28.03.1990 Repair ‘HANDRAILS END’.
28.03.1990 Repair ‘STEP’.
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28.03.1990 Issued at location ‘Islington BG’ with a previous code of wagon
‘RQDW 72 A’

02.05.1990 Repair ‘BOGIE SIDEFRAME’.
02.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
09.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.05.1990 Repair ‘END HOSE’.
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
09.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.05.1990 Repair ‘BOGIE COMPLETE’.
23.05.1990 Repair ‘BRAKE BLOCK OTHER’.
23.05.1990 Repair ‘BRAKE FULCRUM BRACKET’.
23.05.1990 Repair ‘BRAKE LEVER’.
23.05.1990 Repair ‘EMPTY LOAD VALVE’.
23.05.1990 Repair ‘GRADE CONTROL VALVE’.
23.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.05.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.05.1990 Repair ‘WEAR PLATES & SADDLES’.
23.05.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
29.05.1990 Repair ‘BOGIE SPRING’.
29.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BRAKE LEVER’.
23.08.1990 Repair ‘BRAKE PIN’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
23.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Repair ‘TWIST LOCK’.
23.08.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
09.10.1990 Repair ‘BRAKE BLOCK OTHER’.
09.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
16.01.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.01.1991 Repair ‘BRAKE PULL ROD’.
16.01.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
19.03.1991 Repair ‘BRAKE BLOCK OTHER’.
19.03.1991 Repair ‘BRAKE PULL ROD’.
19.03.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Repair ‘BRAKE BLOCK OTHER’.
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26.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘COUPLER KNUCKLE’.
26.08.1991 Repair ‘EMPTY LOAD VALVE’.
26.08.1991 Repair ‘GRADE CONTROL VALVE’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Repair ‘TWIST LOCK’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
31.12.1991 Repair ‘BRAKE LEVER’.
31.12.1991 Repair ‘BRAKE PIN’.
31.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
27.05.1992 Repair ‘BRAKE FULCRUM BRACKET’.
27.05.1992 Repair ‘BRAKE LEVER’.
27.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.05.1992 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 72 A’
03.06.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
03.06.1992 Repair ‘BOGIE SPRING’.
03.06.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
14.06.1992 Repair ‘HANDRAILS END’.
14.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 72 A’
13.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.10.1992 Repair ‘COUPLER KNUCKLE’.
13.10.1992 Repair ‘EMPTY LOAD VALVE’.
13.10.1992 Repair ‘GRADE CONTROL VALVE’.
13.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.10.1992 Repair ‘SIDE STEP’.
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Repair ‘TWIST LOCK’.
13.10.1992 Repair ‘WHEEL SET’.
13.10.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
18.12.1992 Repair ‘BOGIE BEARINGS’.
18.12.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
07.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.01.1993 Repair ‘COUPLER KNUCKLE’.
07.01.1993 Repair ‘EMPTY LOAD VALVE’.
07.01.1993 Repair ‘GRADE CONTROL VALVE’.
07.01.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.01.1993 Repair ‘WHEEL SET’.
07.01.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
18.03.1993 Repair ‘VEHICLE COMPLETE’.
18.03.1993 Repair ‘WHEEL SET’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
31.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.03.1993 Repair ‘BRAKE LEVER’.

21993



2. TIMS GROUP INFORMATION - WAGONS

31.03.1993 Repair ‘WHEEL SET’.
31.03.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
24.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.04.1993 Repair ‘BRANCH PIPE’.
24.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
24.04.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
08.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
16.07.1993 Repair ‘HANDRAILS’.
16.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
19.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BRAKE SPREADER & HANGERS’.
26.08.1993 Repair ‘COUPLER KNUCKLE’.
26.08.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Repair ‘TWIST LOCK’.
26.08.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
02.04.1994 Repair ‘VEHICLE COMPLETE’.
02.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
16.04.1994 Repair ‘VEHICLE COMPLETE’.
16.04.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQDW 72 A’
12.07.1994 Repair ‘VEHICLE COMPLETE’.
12.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 72 A’
18.10.1994 Repair ‘VEHICLE COMPLETE’.
18.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon
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‘RQDW 72 A’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 72 A’
13.12.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQDW 72 A’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
07.02.1995 Repair ‘VEHICLE COMPLETE’.
07.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
11.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
26.03.1995 Repair ‘VEHICLE COMPLETE’.
26.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
05.07.1995 Repair ‘VEHICLE RECLASSIFY’.
05.07.1995 Issued at location ‘Islington Works’ with a previous code of wagon

‘RQDW 72 A’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQDW 72 A’
12.08.1995 Repair ‘VEHICLE COMPLETE’.
12.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
14.08.1995 Repair ‘VEHICLE COMPLETE’.
14.08.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
06.09.1995 Repair ‘VEHICLE COMPLETE’.
06.09.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
12.10.1995 Repair ‘VEHICLE COMPLETE’.
12.10.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQDW 72 A’
27.11.1995 Repair ‘VEHICLE RECLASSIFY’.
27.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQDW 72 A’

VQDW 73

26.04.1994 Reclassified from wagon ‘VQDW 73 N’ to ’ wagon ‘RQDW 73 J’.
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VQDW 74

09.09.1987 Reclassified from wagon ‘VQDW 74 W’ to ’ wagon ‘NQMW 60078 P’.

VQDW 75

24.09.1987 Reclassified from wagon ‘VQDW 75 X’ to ’ wagon ‘NQMW 60079 B’.

2.856 Wagon classification starting with ‘VQE’

VQEF 1

Details: wagon ‘VQEF 1 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQEY 1
BSG Code: VBQQ

VQEF 4

Details: wagon ‘VQEF 4 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VBQQ

VQEX 2

24.11.1988 Reclassified from wagon ‘VQEX 2 B’ to ’ wagon ‘VQLX 19 B’.
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VQEX 5

24.11.1988 Reclassified from wagon ‘VQEX 5 F’ to ’ wagon ‘VQLX 51 H’.

VQEX 6

24.11.1988 Reclassified from wagon ‘VQEX 6 Y’ to ’ wagon ‘VQLX 94 U’.

VQEX 7

24.11.1988 Reclassified from wagon ‘VQEX 7 A’ to ’ wagon ‘VQLX 95 G’.

VQEX 80

24.11.1988 Reclassified from wagon ‘VQEX 80 B’ to ’ wagon ‘VQLX 97 B’.

VQEY 1

31.12.1987 Reclassified from wagon ‘VQEY 1 T’ to ’ wagon ‘VQEF 1 M’.

VQEY 3

Details: wagon ‘VQEY 3 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VBQQ

VQEY 4

21.04.1988 Reclassified from wagon ‘VQEY 4 A’ to ’ wagon ‘VQEF 4 Q’.

VQEY 8

Details: wagon ‘VQEY 8 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 27tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBQZ

2.857 Wagon classification starting with ‘VQF’

VQFX 1

09.05.1994 Reclassified from wagon ‘VQFX 1 S’ to ’ wagon ‘RQFX 1 Y’.

VQFX 2

28.02.1990 Reclassified from wagon ‘VQFX 2 E’ to ’ wagon ‘VQLX 2 W’.

VQFX 5

09.05.1994 Reclassified from wagon ‘VQFX 5 X’ to ’ wagon ‘RQFX 5 E’.

VQFX 6

27.10.1994 Reclassified from wagon ‘VQFX 6 R’ to ’ wagon ‘RQFX 6 N’.

VQFX 7

09.05.1994 Reclassified from wagon ‘VQFX 7 D’ to ’ wagon ‘RQFX 7 W’.

VQFX 9

05.09.1994 Reclassified from wagon ‘VQFX 9 V’ to ’ wagon ‘RQFX 9 R’.

VQFX 11

02.05.1994 Reclassified from wagon ‘VQFX 11 D’ to ’ wagon ‘RQFX 11 W’.

VQFX 12

17.08.1989 Repair ‘HANDRAILS END’.
18.01.1991 Repair ‘COUPLER KNUCKLE’.
30.03.1994 Alteration ‘RECLASSIFY ‘VQFX’ TO ‘RQFX’ (NRC036)’. New class: ‘RQFX’.

VQFX 14

18.10.1994 Reclassified from wagon ‘VQFX 14 H’ to ’ wagon ‘RQFX 14 D’.

VQFX 18

06.07.1994 Reclassified from wagon ‘VQFX 18 U’ to ’ wagon ‘RQFX 18 Q’.
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VQFX 20

08.11.1994 Reclassified from wagon ‘VQFX 20 C’ to ’ wagon ‘RQFX 20 V’.

VQFX 21

19.04.1994 Reclassified from wagon ‘VQFX 21 L’ to ’ wagon ‘RQFX 21 H’.

VQFX 22

04.05.1989 Reclassified from wagon ‘VQFX 22 U’ to ’ wagon ‘VQLX 22 P’.
27.08.1994 Reclassified from wagon ‘VQFX 22 U’ to ’ wagon ‘RQFX 22 Q’.

VQFX 23

03.05.1994 Reclassified from wagon ‘VQFX 23 G’ to ’ wagon ‘RQFX 23 C’.

VQFX 24

09.05.1994 Reclassified from wagon ‘VQFX 24 P’ to ’ wagon ‘RQFX 24 L’.

VQFX 26

02.05.1994 Reclassified from wagon ‘VQFX 26 K’ to ’ wagon ‘RQFX 26 G’.

VQFX 27

15.04.1994 Reclassified from wagon ‘VQFX 27 T’ to ’ wagon ‘RQFX 27 P’.

VQFX 28

22.04.1994 Reclassified from wagon ‘VQFX 28 F’ to ’ wagon ‘RQFX 28 B’.

VQFX 29

09.05.1994 Reclassified from wagon ‘VQFX 29 Y’ to ’ wagon ‘RQFX 29 K’.

VQFX 30

22.04.1994 Reclassified from wagon ‘VQFX 30 K’ to ’ wagon ‘RQFX 30 G’.

VQFX 32

13.07.1994 Reclassified from wagon ‘VQFX 32 F’ to ’ wagon ‘RQFX 32 B’.

VQFX 34

22.04.1994 Reclassified from wagon ‘VQFX 34 A’ to ’ wagon ‘RQFX 34 T’.
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VQFX 35

05.06.1994 Reclassified from wagon ‘VQFX 35 J’ to ’ wagon ‘RQFX 35 F’.

VQFX 36

29.09.1994 Reclassified from wagon ‘VQFX 36 S’ to ’ wagon ‘RQFX 36 Y’.

VQFX 37

22.04.1994 Reclassified from wagon ‘VQFX 37 E’ to ’ wagon ‘RQFX 37 A’.

VQFX 38

21.09.1994 Reclassified from wagon ‘VQFX 38 N’ to ’ wagon ‘RQFX 38 J’.

VQFX 39

03.05.1994 Reclassified from wagon ‘VQFX 39 W’ to ’ wagon ‘RQFX 39 S’.

VQFX 40

24.08.1994 Reclassified from wagon ‘VQFX 40 S’ to ’ wagon ‘RQFX 40 Y’.

VQFX 41

29.09.1994 Reclassified from wagon ‘VQFX 41 E’ to ’ wagon ‘RQFX 41 A’.

VQFX 44

26.05.1994 Reclassified from wagon ‘VQFX 44 X’ to ’ wagon ‘RQFX 44 E’.

VQFX 45

20.04.1994 Reclassified from wagon ‘VQFX 45 R’ to ’ wagon ‘RQFX 45 N’.

VQFX 46

03.05.1994 Reclassified from wagon ‘VQFX 46 D’ to ’ wagon ‘RQFX 46 W’.

VQFX 48

16.05.1994 Reclassified from wagon ‘VQFX 48 V’ to ’ wagon ‘RQFX 48 R’.

VQFX 50

02.08.1994 Reclassified from wagon ‘VQFX 50 D’ to ’ wagon ‘RQFX 50 W’.

VQFX 51

12.05.1994 Reclassified from wagon ‘VQFX 51 M’ to ’ wagon ‘RQFX 51 X’.
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VQFX 52

09.05.1994 Reclassified from wagon ‘VQFX 52 V’ to ’ wagon ‘RQFX 52 R’.

VQFX 53

12.12.1994 Reclassified from wagon ‘VQFX 53 H’ to ’ wagon ‘RQFX 53 D’.

VQFX 55

02.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.09.1990 Repair ‘END BRAKE COCK’.
15.09.1990 Repair ‘END HOSE’.
15.09.1990 Repair ‘TRAIN PIPE (END)’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘BRAKE BLOCK RB95’.

VQFX 56

05.06.1994 Reclassified from wagon ‘VQFX 56 L’ to ’ wagon ‘RQFX 56 H’.

VQFX 57

23.09.1994 Reclassified from wagon ‘VQFX 57 U’ to ’ wagon ‘RQFX 57 Q’.

VQFX 60

20.04.1994 Reclassified from wagon ‘VQFX 60 L’ to ’ wagon ‘RQFX 60 H’.

VQFX 62

01.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.08.1989 Repair ‘BOGIE COMPLETE’.
01.08.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.08.1989 Repair ‘UNDERFRAME COMPLETE’.
11.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.04.1990 Repair ‘BRAKE BLOCK RB95’.
11.04.1990 Repair ‘BRANCH PIPE’.
11.04.1990 Repair ‘FLOOR SHEETING’.

VQFX 65

24.10.1989 Repair ‘YOKE CARRIER’.

VQFX 67

15.05.1994 Reclassified from wagon ‘VQFX 67 F’ to ’ wagon ‘RQFX 67 B’.
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VQFX 68

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘COUPLER KNUCKLE’.
07.07.1989 Repair ‘EMPTY LOAD VALVE’.
07.07.1989 Repair ‘END HOSE’.
07.07.1989 Repair ‘GRADE CONTROL VALVE’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VQFX 69

03.07.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VQFX 71

30.07.1989 Repair ‘HANDRAILS END’.

VQFX 73

27.11.1990 Repair ‘BOGIE COMPLETE’.

VQFX 74

04.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1990 Repair ‘BRAKE PULL ROD’.
04.08.1990 Repair ‘COUPLER KNUCKLE’.
04.08.1990 Repair ‘EMPTY LOAD VALVE’.
04.08.1990 Repair ‘END BRAKE COCK’.
04.08.1990 Repair ‘GRADE CONTROL VALVE’.
04.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.08.1990 Repair ‘TRAIN PIPE (END)’.
04.08.1990 Repair ‘VEHICLE COMPLETE’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
16.08.1990 Repair ‘HANDRAILS END’.

VQFX 75

21.03.1990 Repair ‘STEP’.

VQFX 79

07.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BRAKE BLOCK RB95’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1989 Repair ‘TWIST LOCK’.
05.10.1989 Repair ‘TWIST LOCK’.
19.01.1990 Repair ‘STEP’.
26.11.1990 Repair ‘HANDRAILS END’.
10.02.1991 Repair ‘HANDRAILS’.
02.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
02.05.1991 Repair ‘BRAKE LEVER’.
02.05.1991 Repair ‘BRAKE PULL ROD’.
02.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.05.1991 Repair ‘VEHICLE COMPLETE’.
13.01.1992 Repair ‘VEHICLE STENCILS’.

VQFX 80

12.07.1989 Repair ‘BRAKE BLOCK RB95’.
13.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘COUPLER KNUCKLE’.

VQFX 84

08.09.1989 Repair ‘HANDRAILS END’.

VQFX 90

19.05.1989 Reclassified from wagon ‘VQFX 90 M’ to ’ wagon ‘VQFY 90 Q’.

VQFX 120

24.12.1991 Repair ‘VEHICLE RECLASSIFY’.
24.12.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VQFY 120 N’

VQFX 127

06.12.1988 Reclassified from wagon ‘VQFX 127 D’ to ’ wagon ‘VQFY 127 H’.

VQFY 55

20.07.1994 Reclassified from wagon ‘VQFY 55 G’ to ’ wagon ‘RQFF 55 S’.

VQFY 90

27.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
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21.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1990 Repair ‘BRAKE LEVER’.
21.07.1990 Repair ‘BRAKE SPREADER & HANGERS’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
21.07.1990 Repair ‘VEHICLE COMPLETE’.
18.08.1990 Repair ‘HANDRAILS’.
18.08.1990 Repair ‘HANDRAILS END’.
23.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.08.1990 Repair ‘COUPLER KNUCKLE’.
10.10.1990 Repair ‘WHEEL SET’.
16.10.1990 Repair ‘VEHICLE COMPLETE’.
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘BOGIE COMPLETE’.
18.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.07.1991 Repair ‘HANDRAILS’.
26.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1991 Repair ‘BOGIE BEARERS’.
26.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.09.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.09.1991 Repair ‘SIDE BEARER’.
26.09.1991 Repair ‘VEHICLE COMPLETE’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE BEARINGS’.
06.02.1992 Repair ‘END BRAKE COCK’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
11.02.1992 Repair ‘END HOSE’.
21.06.1992 Repair ‘HANDRAILS END’.
30.03.1994 Alteration ‘RECLASSIFY ‘VQFY’ TO ‘RQFY’ (NRC037)’. New class: ‘RQFY’.

VQFY 92

15.04.1994 Reclassified from wagon ‘VQFY 92 L’ to ’ wagon ‘RQFY 92 H’.

VQFY 116

28.04.1994 Reclassified from wagon ‘VQFY 116 N’ to ’ wagon ‘RQFY 116 J’.

VQFY 120

24.12.1991 Reclassified from wagon ‘VQFY 120 N’ to ’ wagon ‘VQFX 120 J’.

2.858 Wagon classification starting with ‘VQG’

VQGX 1

Details: wagon ‘VQGX 1 V’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX1F
BSG Code: VXQZ

Capacity of 50 tonnes

04.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1990 Repair ‘BRAKE CONTROL PIPE’.
04.01.1990 Repair ‘BRAKE LEVER’.
04.01.1990 Repair ‘BRANCH PIPE’.
04.01.1990 Repair ‘STEP’.
04.01.1990 Repair ‘TWIST LOCK’.
04.01.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 1 F’
14.06.1992 Repair ‘HANDRAILS END’.
14.06.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 1 F’
04.07.1992 Repair ‘AXLEBOX’.
04.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 1 F’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
27.04.1994 Repair ‘VEHICLE RECLASSIFY’.
27.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 1 F’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 1 F’
09.12.1994 Repair ‘VEHICLE COMPLETE’.
09.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 1 F’
09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 1 F’
20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 1 F’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 1 F’
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 1 F’
28.01.1996 Repair ‘VEHICLE COMPLETE’.
28.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 1 F’
21.05.1996 Repair ‘VEHICLE RECLASSIFY’.
21.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 1 F’
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VQGX 2

Details: wagon ‘VQGX 2 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 2 Y
BSG Code: VXQZ

Capacity of 53 tonnes

06.10.1990 Repair ‘BOGIE BEARINGS’.
06.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 2 Y’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
15.05.1994 Repair ‘VEHICLE RECLASSIFY’.
15.05.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 2 Y’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 2 Y’
30.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 2 Y’
03.01.1995 Repair ‘VEHICLE COMPLETE’.
03.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 2 Y’
24.09.1995 Repair ‘VEHICLE COMPLETE’.
24.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 2 Y’
22.01.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 2 Y’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 2 Y’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 2 Y’

VQGX 3

Details: wagon ‘VQGX 3 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
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Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 3A
BSG Code: VXQZ

Capacity of 50 tonnes

24.12.1992 Repair ‘STEP’.
24.12.1992 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQZX 3 A’
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 3 A’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 3 A’
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 3 A’
06.03.1996 Repair ‘VEHICLE COMPLETE’.
06.03.1996 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 3 A’
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
18.04.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 3 A’

VQGX 4

Details: wagon ‘VQGX 4 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 4
BSG Code: VXQZ

Capacity of 50 tonnes

15.05.1991 Repair ‘DOOR COMPLETE’.
15.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.05.1991 Repair ‘STEP’.
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15.05.1991 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RQZX 4 J’
08.01.1992 Repair ‘HANDRAILS’.
08.01.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 4 J’
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘SIDE MEMBER’.
23.01.1992 Repair ‘VEHICLE COMPLETE’.
23.01.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
10.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.02.1992 Repair ‘COUPLER KNUCKLE’.
10.02.1992 Repair ‘TOP CENTRE PLATE’.
10.02.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘BOGIE BEARERS’.
20.03.1992 Repair ‘SIDE BEARER’.
20.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQZX 4 J’
25.05.1993 Repair ‘SIDE STEP’.
25.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 4 J’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
01.07.1994 Repair ‘VEHICLE COMPLETE’.
01.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
02.07.1994 Repair ‘VEHICLE RECLASSIFY’.
02.07.1994 Repair ‘VEHICLE RENUMBERED’.
02.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 4 J’
23.07.1994 Repair ‘VEHICLE COMPLETE’.
23.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
07.11.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 4 J’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 4 J’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 4 J’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
12.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 4 J’
14.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 4 J’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 4 J’
15.04.1996 Repair ‘VEHICLE COMPLETE’.
15.04.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 4 J’
14.05.1996 Repair ‘VEHICLE RECLASSIFY’.
14.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 4 J’
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VQGX 5

Details: wagon ‘VQGX 5 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 5 S
BSG Code: VXQZ

Capacity of 53 tonnes

30.09.1989 Repair ‘END BRAKE COCK’.
30.09.1989 Repair ‘END HOSE’.
30.09.1989 Repair ‘TRAIN PIPE (END)’.
30.09.1989 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RQZX 5 S’
02.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.11.1989 Repair ‘BODY COMPLETE’.
02.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
02.11.1989 Repair ‘HANDRAILS END’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Repair ‘VEHICLE COMPLETE’.
02.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
28.05.1990 Repair ‘HANDRAILS’.
28.05.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 5 S’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
27.05.1994 Repair ‘VEHICLE RECLASSIFY’.
27.05.1994 Issued at location ‘Islington BG’ with a previous code of wagon ‘RQZX 5 S’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQZX 5 S’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 5 S’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 5 S’
28.05.1995 Repair ‘VEHICLE COMPLETE’.
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28.05.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 5 S’
03.07.1995 Repair ‘VEHICLE COMPLETE’.
03.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
14.10.1995 Repair ‘VEHICLE COMPLETE’.
14.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
02.01.1996 Repair ‘VEHICLE COMPLETE’.
02.01.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 5 S’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 5 S’
24.04.1996 Repair ‘VEHICLE COMPLETE’.
24.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 5 S’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 5 S’

VQGX 6

04.06.1994 Reclassified from wagon ‘VQGX 6 U’ to ’ wagon ‘RQZX 6 E’.

VQGX 7

Details: wagon ‘VQGX 7 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 7
BSG Code: VXQZ

Capacity of 50 tonnes

30.04.1990 Repair ‘STEP’.
30.04.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 7 N’
04.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 7 N’
16.04.1991 Repair ‘HANDRAILS’.
16.04.1991 Repair ‘SIDE STEP’.
16.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 7 N’
26.04.1992 Repair ‘SIDE BEARER’.
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26.04.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 7 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 7 N’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 7 N’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQZX 7 N’
13.11.1995 Repair ‘VEHICLE COMPLETE’.
13.11.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 7 N’
06.12.1995 Repair ‘VEHICLE COMPLETE’.
06.12.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 7 N’
08.12.1995 Repair ‘VEHICLE COMPLETE’.
08.12.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 7 N’
12.01.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 7 N’
11.03.1996 Repair ‘VEHICLE COMPLETE’.
11.03.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 7 N’
25.04.1996 Repair ‘VEHICLE COMPLETE’.
25.04.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 7 N’
27.05.1996 Repair ‘VEHICLE RECLASSIFY’.
27.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 7 N’

VQGX 8

Details: wagon ‘VQGX 8 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 8 W
BSG Code: VXQZ

Capacity of 53 tonnes

06.07.1989 Repair ‘TWIST LOCK’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 8 W’
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15.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
15.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 8 W’
22.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1990 Repair ‘EMPTY LOAD VALVE’.
22.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 8 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
20.04.1994 Repair ‘VEHICLE RECLASSIFY’.
20.04.1994 Issued at location ‘Melbourne’ with a previous code of wagon ‘RQZX 8 W’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 8 W’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 8 W’
23.10.1995 Repair ‘VEHICLE COMPLETE’.
23.10.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 8 W’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 8 W’
29.04.1996 Repair ‘VEHICLE COMPLETE’.
29.04.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 8 W’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 8 W’

VQGX 9

Details: wagon ‘VQGX 9 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 9 X
BSG Code: VXQZ

Capacity of 58 tonnes

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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25.05.1990 Repair ‘WHEEL SET’.
25.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon ‘RQZX 9 X’
29.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon ‘RQZX 9 X’
30.03.1991 Repair ‘END HOSE’.
30.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 9 X’
27.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.12.1993 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.12.1993 Repair ‘VEHICLE COMPLETE’.
27.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
05.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1994 Repair ‘COUPLER KNUCKLE’.
05.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 9 X’
16.07.1994 Repair ‘VEHICLE COMPLETE’.
16.07.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 9 X’
30.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 9 X’
02.01.1995 Repair ‘VEHICLE COMPLETE’.
02.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
02.03.1995 Repair ‘VEHICLE COMPLETE’.
02.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 9 X’
08.03.1995 Repair ‘VEHICLE COMPLETE’.
08.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
18.03.1995 Repair ‘VEHICLE COMPLETE’.
18.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
10.09.1995 Repair ‘VEHICLE COMPLETE’.
10.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
21.09.1995 Repair ‘VEHICLE COMPLETE’.
21.09.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 9 X’
05.02.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 9 X’
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 9 X’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
15.03.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon ‘RQZX 9 X’
18.07.1996 Repair ‘VEHICLE RECLASSIFY’.
18.07.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 9 X’

VQGX 10

Details: wagon ‘VQGX 10 U’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 10 E
BSG Code: VXQZ

Capacity of 53 tonnes

06.11.1989 Repair ‘STEP’.
06.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
21.03.1990 Repair ‘TWIST LOCK’.
21.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
17.04.1991 Repair ‘SIDE STEP’.
17.04.1991 Repair ‘STEP’.
17.04.1991 Issued at location ‘Osborne’ with a previous code of wagon ‘RQZX 10 E’
30.08.1991 Repair ‘SIDE STEP’.
30.08.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
13.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1991 Repair ‘BRANCH PIPE’.
13.12.1991 Repair ‘COUPLER KNUCKLE’.
13.12.1991 Repair ‘COUPLER TRIGGER LEVER’.
13.12.1991 Repair ‘EMPTY LOAD VALVE’.
13.12.1991 Repair ‘GRADE CONTROL VALVE’.
13.12.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 10 E’
20.02.1993 Repair ‘HANDRAILS END’.
20.02.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
02.10.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.10.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
02.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 10 E’
21.12.1993 Repair ‘TWIST LOCK’.
21.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 10 E’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
30.12.1993 Repair ‘COUPLER KNUCKLE’.
30.12.1993 Repair ‘EMPTY LOAD VALVE’.
30.12.1993 Repair ‘GRADE CONTROL VALVE’.
30.12.1993 Repair ‘TWIST LOCK’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 10 E’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
01.04.1994 Repair ‘VEHICLE COMPLETE’.
01.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
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26.04.1994 Repair ‘VEHICLE RECLASSIFY’.
26.04.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 10 E’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
08.12.1994 Repair ‘VEHICLE COMPLETE’.
08.12.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 10 E’
30.03.1995 Repair ‘VEHICLE COMPLETE’.
30.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 10 E’
24.04.1995 Repair ‘VEHICLE COMPLETE’.
24.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQZX 10 E’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 10 E’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 10 E’
15.11.1995 Repair ‘VEHICLE COMPLETE’.
15.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
19.01.1996 Repair ‘VEHICLE COMPLETE’.
19.01.1996 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 10 E’
01.05.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 10 E’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 10 E’

VQGX 11

Details: wagon ‘VQGX 11 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQGX 11N
BSG Code: VXQZ

Capacity of 50 tonnes

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.11.1989 Repair ‘COUPLER COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘STRIKING CASTING’.
23.11.1989 Repair ‘TRAIN PIPE (END)’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘TWIST LOCK’.
23.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.11.1989 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 11 N’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘Sydney’ with a previous code of wagon ‘RQZX 11 N’
26.01.1995 Repair ‘VEHICLE COMPLETE’.
26.01.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 11 N’
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 11 N’
29.11.1995 Repair ‘VEHICLE COMPLETE’.
29.11.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 11 N’
13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 11 N’
21.05.1996 Repair ‘VEHICLE RECLASSIFY’.
21.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 11 N’

VQGX 12

Details: wagon ‘VQGX 12 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 50 tonnes

17.09.1990 Repair ‘COUPLER COMPLETE’.
17.09.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQZX 12 W’
08.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
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12.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
15.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.12.1990 Repair ‘STRIKING CASTING’.
15.12.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 12 W’
31.01.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.01.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 12 W’
05.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 12 W’
15.08.1991 Repair ‘HANDRAILS END’.
15.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 12 W’
08.12.1992 Repair ‘STEP’.
08.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 12 W’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
24.05.1994 Repair ‘VEHICLE RECLASSIFY’.
24.05.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 12 W’
19.08.1994 Repair ‘VEHICLE COMPLETE’.
19.08.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQZX 12 W’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 12 W’
27.04.1995 Repair ‘VEHICLE COMPLETE’.
27.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 12 W’
30.04.1995 Repair ‘VEHICLE COMPLETE’.
30.04.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
20.06.1995 Repair ‘VEHICLE COMPLETE’.
20.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 12 W’
01.07.1995 Repair ‘VEHICLE COMPLETE’.
01.07.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
14.09.1995 Repair ‘VEHICLE COMPLETE’.
14.09.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 12 W’
19.09.1995 Repair ‘VEHICLE COMPLETE’.
19.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
19.12.1995 Repair ‘VEHICLE COMPLETE’.
19.12.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
20.02.1996 Repair ‘VEHICLE COMPLETE’.
20.02.1996 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 12 W’
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26.02.1996 Repair ‘VEHICLE COMPLETE’.
26.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 12 W’
14.06.1996 Repair ‘VEHICLE RECLASSIFY’.
14.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 12 W’

VQGX 13

Details: wagon ‘VQGX 13 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 13 X
BSG Code: VXQZ

Capacity of 53 tonnes

25.07.1989 Repair ‘HANDRAILS END’.
25.07.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 13 X’
26.09.1989 Repair ‘HOSE FITTINGS’.
26.09.1989 Issued at location ‘Mile End’ with a previous code of wagon ‘RQZX 13 X’
05.06.1991 Repair ‘TRAIN PIPE (END)’.
05.06.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 13 X’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
20.07.1994 Repair ‘VEHICLE RECLASSIFY’.
20.07.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 13 X’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 13 X’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 13 X’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 13 X’

VQGX 14

Details: wagon ‘VQGX 14 K’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 14 R
BSG Code: VXQZ

Capacity of 53 tonnes

01.06.1990 Repair ‘HANDRAILS END’.
01.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQZX 14 R’
12.09.1991 Repair ‘HANDRAILS END’.
12.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 14 R’
05.11.1993 Repair ‘HANDRAILS END’.
05.11.1993 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 14 R’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Tottenham’ with a previous code of wagon ‘RQZX 14 R’
08.02.1996 Repair ‘VEHICLE COMPLETE’.
08.02.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 14 R’
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 14 R’

VQGX 15

Details: wagon ‘VQGX 15 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX 15D

22019



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: VXQZ

Capacity of 50 tonnes

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.01.1990 Repair ‘TRAIN PIPE (END)’.
17.01.1990 Repair ‘TRAIN PIPE’.
17.01.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQZX 15 D’
27.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon ‘RQZX 15 D’
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘EMPTY LOAD VALVE’.
04.01.1994 Repair ‘VEHICLE COMPLETE’.
04.01.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 15 D’
09.05.1994 Repair ‘VEHICLE RECLASSIFY’.
09.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 15 D’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 15 D’
15.12.1994 Repair ‘VEHICLE COMPLETE’.
15.12.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 15 D’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 15 D’
18.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 15 D’
24.03.1996 Repair ‘VEHICLE COMPLETE’.
24.03.1996 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 15 D’
18.04.1996 Repair ‘VEHICLE RECLASSIFY’.
18.04.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 15 D’

VQGX 16

Details: wagon ‘VQGX 16 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.3m
Tare Weight: 23tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX RQZX16
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BSG Code: VXQZ

Capacity of 50 tonnes

10.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 16 M’
10.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.08.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQZX 16 M’
10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘BOGIE COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Repair ‘VEHICLE COMPLETE’.
10.10.1991 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 16 M’
01.07.1993 Repair ‘VEHICLE COMPLETE’.
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 16 M’
01.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQZX 16 M’
30.03.1994 Alteration complete ‘RECLASSIFY ‘VQGX’ TO ‘RQZX’ (NRC038)’. New

class: ‘RQZX’.
12.09.1994 Repair ‘VEHICLE COMPLETE’.
12.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 16 M’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 16 M’
28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 16 M’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 16 M’
18.09.1995 Repair ‘VEHICLE COMPLETE’.
18.09.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQZX 16 M’
24.10.1995 Repair ‘VEHICLE COMPLETE’.
24.10.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 16 M’
02.11.1995 Repair ‘VEHICLE COMPLETE’.
02.11.1995 Issued at location ‘Dry Creek’ with a previous code of wagon ‘RQZX 16 M’
27.05.1996 Repair ‘VEHICLE RECLASSIFY’.
27.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQZX 16 M’

2.859 Wagon classification starting with ‘VQK’

VQKX 1

Details: wagon ‘VQKX 1 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX50T
BSG Code: VXQQ

07.05.1990 Repair ‘VEHICLE RECLASSIFY’.
07.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 50 T’
10.09.1990 Repair ‘SIDE STEP’.
10.09.1990 Repair ‘STEP’.
27.01.1991 Repair ‘HANDRAILS END’.
26.02.1991 Repair ‘STEP’.
04.07.1992 Repair ‘SIDE STEP’.
01.01.1994 Repair ‘HANDBRAKE HANDLE’.

VQKX 2

Details: wagon ‘VQKX 2 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX25R
BSG Code: VXQQ

07.05.1990 Repair ‘VEHICLE RECLASSIFY’.
07.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 25 R’
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
13.02.1991 Repair ‘STEP’.

VQKX 3

Details: wagon ‘VQKX 3 F’ in AN ‘Mainland Division’.

22022



2.859. Wagon classification starting with ‘VQK’

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFKX
BSG Code: VXQZ

27.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1992 Repair ‘BOGIE SPRING’.
06.02.1992 Repair ‘VEHICLE COMPLETE’.
22.10.1993 Repair ‘SIDE STEP’.
06.11.1993 Repair ‘BRAKE BLOCK RB95’.

VQKX 4

Details: wagon ‘VQKX 4 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 58 tonnes

09.07.1990 Repair ‘VEHICLE RECLASSIFY’.
09.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 57 N’
24.10.1991 Reclassified from wagon ‘VQKX 4 Y’ to ’ wagon ‘VEKX 213 D’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.

VQKX 5

Details: wagon ‘VQKX 5 A’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX5
BSG Code: VXQQ

14.05.1994 Repair ‘VEHICLE COMPLETE’.
03.08.1994 Repair ‘VEHICLE COMPLETE’.

VQKX 6

Details: wagon ‘VQKX 6 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 75 L
BSG Code: VXQQ

09.07.1990 Repair ‘VEHICLE RECLASSIFY’.
09.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 75 L’
21.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQKX 7

Details: wagon ‘VQKX 7 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 50 tonnes

09.07.1990 Repair ‘VEHICLE RECLASSIFY’.
09.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 7 T’
06.03.1991 Repair ‘HANDRAILS’.
03.03.1992 Reclassified from wagon ‘VQKX 7 S’ to ’ wagon ‘VEKX 217 Q’.

VQKX 8

Details: wagon ‘VQKX 8 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 60 tonnes

25.07.1990 Repair ‘VEHICLE RECLASSIFY’.
25.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 67 V’
24.10.1991 Reclassified from wagon ‘VQKX 8 E’ to ’ wagon ‘VEKX 214 M’.
09.11.1992 Repair ‘HANDRAILS END’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE COMPLETE’.

VQKX 9

Details: wagon ‘VQKX 9 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 75 tonnes

14.06.1991 Repair ‘VEHICLE RECLASSIFY’.
14.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 9 Y’

VQKX 100

Details: wagon ‘VQKX 100 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 39 P
BSG Code: VXQQ

09.07.1990 Repair ‘VEHICLE RECLASSIFY’.
09.07.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 39 P’

VQKX 101

Details: wagon ‘VQKX 101 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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2.859. Wagon classification starting with ‘VQK’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 24 X
BSG Code: VXQQ

Capacity of 51 tonnes

24.02.1993 Repair ‘VEHICLE RECLASSIFY’.
24.02.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 24 X’
24.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1993 Repair ‘BRANCH PIPE’.
24.11.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
24.11.1993 Repair ‘COUPLER KNUCKLE’.
24.11.1993 Repair ‘EMPTY LOAD VALVE’.
24.11.1993 Repair ‘GRADE CONTROL VALVE’.
24.11.1993 Repair ‘TWIST LOCK’.
24.11.1993 Repair ‘TWIST LOCK’.

VQKX 103

Details: wagon ‘VQKX 103 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 22.08.1990
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 18
BSG Code: VXQQ

Capacity of 51 tonnes

VQKX 104

Details: wagon ‘VQKX 104 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
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Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 22.08.1990
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 8 - NO 40‘CONTAINERS
Wagon Width: 2743mm
Wagon Height: 1194mm
BSG Code: VXQQ

Capacity of 51 tonnes

07.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.09.1993 Repair ‘BRANCH PIPE’.
07.09.1993 Repair ‘END BRAKE COCK’.
07.09.1993 Repair ‘END HOSE’.
07.09.1993 Repair ‘TRAIN PIPE’.

VQKX 105

Details: wagon ‘VQKX 105 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 23 W
BSG Code: VXQQ

Capacity of 51 tonnes

07.10.1993 Repair ‘VEHICLE RECLASSIFY’.
07.10.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 23 W’

VQKX 106

Details: wagon ‘VQKX 106 Q’ in AN ‘Mainland Division’.
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2.860. Wagon classification starting with ‘VQL’

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX 31 M
BSG Code: VXQQ

Capacity of 51 tonnes

09.10.1993 Repair ‘VEHICLE RECLASSIFY’.
09.10.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 31 M’
20.06.1994 Repair ‘VEHICLE COMPLETE’.

2.860 Wagon classification starting with ‘VQL’

VQLX 1

Details: wagon ‘VQLX 1 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

30.04.1990 Repair ‘HANDRAILS’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1991 Repair ‘BOGIE SIDEFRAME’.
04.06.1991 Repair ‘BOGIE SIDEFRAME’.
14.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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14.06.1991 Repair ‘COUPLER KNUCKLE’.
14.06.1991 Repair ‘EMPTY LOAD VALVE’.
14.06.1991 Repair ‘GRADE CONTROL VALVE’.
18.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VQLX 2

Details: wagon ‘VQLX 2 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

28.02.1990 Repair ‘VEHICLE RECLASSIFY’.
28.02.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VQFX 2 E’
21.05.1990 Repair ‘STEP’.
05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1990 Repair ‘STEP’.
14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘VEHICLE COMPLETE’.
14.01.1992 Repair ‘WHEEL SET’.
09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
09.06.1993 Repair ‘COUPLER KNUCKLE’.

VQLX 3

Details: wagon ‘VQLX 3 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.860. Wagon classification starting with ‘VQL’

Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 3 J
BSG Code: VXQQ

Capacity of 54 tonnes

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘COUPLER COMPLETE’.
01.05.1990 Repair ‘EMPTY LOAD VALVE’.
01.05.1990 Repair ‘GRADE CONTROL VALVE’.
01.05.1990 Repair ‘TRAIN PIPE’.
20.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.09.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQLX 4

Details: wagon ‘VQLX 4 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

22.11.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VQLX 5

Details: wagon ‘VQLX 5 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

02.09.1989 Repair ‘TRAIN PIPE (END)’.
13.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.03.1990 Repair ‘BOGIE COMPLETE’.
11.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.08.1990 Repair ‘SIDE STEP’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BRAKE BLOCK RB95’.
01.05.1992 Repair ‘HANDRAILS’.
09.08.1992 Repair ‘HANDRAILS’.
29.10.1993 Repair ‘STEP’.
30.12.1993 Repair ‘TWIST LOCK’.

VQLX 6

Details: wagon ‘VQLX 6 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLY
BSG Code: VXQQ

Capacity of 54 tonnes

14.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQLX 7

Details: wagon ‘VQLX 7 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.860. Wagon classification starting with ‘VQL’

Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX
BSG Code: VXQQ

Capacity of 54 tonnes

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.09.1989 Repair ‘TWIST LOCK’.
18.09.1989 Repair ‘TWIST LOCK’.
23.09.1990 Repair ‘HANDRAILS’.

VQLX 8

Details: wagon ‘VQLX 8 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.03.1990 Repair ‘HANDRAILS’.
18.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1990 Repair ‘BRAKE BLOCK RB95’.
18.09.1990 Repair ‘COUPLER KNUCKLE’.
18.09.1990 Repair ‘EMPTY LOAD VALVE’.
18.09.1990 Repair ‘END BRAKE COCK’.
18.09.1990 Repair ‘END HOSE’.
18.09.1990 Repair ‘GRADE CONTROL VALVE’.
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18.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.10.1990 Repair ‘END BRAKE COCK’.
25.01.1992 Repair ‘HANDBRAKE HANDLE’.
26.11.1992 Repair ‘HANDRAILS’.
28.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.10.1993 Repair ‘BOGIE COMPLETE’.
28.10.1993 Repair ‘COUPLER KNUCKLE’.

VQLX 9

Details: wagon ‘VQLX 9 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 9
BSG Code: VXQQ

Capacity of 54 tonnes

22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
03.06.1991 Repair ‘HANDRAILS’.
19.06.1992 Repair ‘STEP’.
19.03.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 10

Details: wagon ‘VQLX 10 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
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2.860. Wagon classification starting with ‘VQL’

Remarks: EX VFLX 10 N
BSG Code: VXQQ

Capacity of 54 tonnes

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘BRAKE BLOCK RB95’.
05.12.1989 Repair ‘COUPLER KNUCKLE’.
05.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
05.12.1989 Repair ‘TWIST LOCK’.
16.08.1991 Repair ‘HANDRAILS’.
03.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1991 Repair ‘COUPLER COMPLETE’.
03.09.1991 Repair ‘VEHICLE COMPLETE’.
03.09.1991 Repair ‘WHEEL SET’.
01.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1992 Repair ‘BOGIE COMPLETE’.
04.05.1992 Repair ‘STEP’.

VQLX 11

Details: wagon ‘VQLX 11 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 11 W
BSG Code: VXQQ

Capacity of 54 tonnes

17.12.1990 Repair ‘HANDRAILS END’.
26.05.1991 Repair ‘STEP’.
26.11.1991 Repair ‘STEP’.
26.11.1991 Repair ‘WHEEL SET’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
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12.12.1991 Repair ‘GRADE CONTROL VALVE’.
21.03.1992 Repair ‘HANDRAILS END’.
02.03.1995 Repair ‘VEHICLE COMPLETE’.

VQLX 12

Details: wagon ‘VQLX 12 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 12 X
BSG Code: VXQQ

Capacity of 54 tonnes

07.08.1989 Repair ‘HANDRAILS END’.
20.09.1989 Repair ‘END HOSE’.
18.11.1991 Repair ‘SIDE STEP’.
18.11.1991 Repair ‘STEP’.
05.04.1992 Repair ‘YOKE CARRIER’.
30.10.1992 Repair ‘YOKE CARRIER’.

VQLX 13

Details: wagon ‘VQLX 13 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 13 R
BSG Code: VXQQ

22036



2.860. Wagon classification starting with ‘VQL’

Capacity of 54 tonnes

16.05.1990 Repair ‘SIDE STEP’.

VQLX 14

Details: wagon ‘VQLX 14 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 14 D
BSG Code: VXQQ

Capacity of 54 tonnes

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BOGIE SIDEFRAME’.
18.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.

VQLX 15

Details: wagon ‘VQLX 15 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
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Remarks: EX VFLX 15 M
BSG Code: VXQQ

Capacity of 54 tonnes

09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘BOGIE COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.01.1990 Repair ‘VEHICLE COMPLETE’.
11.02.1991 Repair ‘STEP’.
12.10.1993 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.

VQLX 16

Details: wagon ‘VQLX 16 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

09.03.1990 Repair ‘WHEEL SET’.
23.10.1990 Repair ‘HANDRAILS END’.
31.10.1990 Repair ‘HOSE FITTINGS’.
22.01.1991 Repair ‘END BRAKE COCK’.
10.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1993 Repair ‘COUPLER KNUCKLE’.
10.12.1993 Repair ‘WHEEL SET’.
07.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1994 Repair ‘BRAKE BLOCK RB95’.
07.01.1994 Repair ‘COUPLER KNUCKLE’.
07.01.1994 Repair ‘COUPLER KNUCKLE PIN’.
07.01.1994 Repair ‘HANDRAILS END’.
07.01.1994 Repair ‘WHEEL SET’.

VQLX 17

Details: wagon ‘VQLX 17 G’ in AN ‘Mainland Division’.
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2.860. Wagon classification starting with ‘VQL’

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.08.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

09.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 18

Details: wagon ‘VQLX 18 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

07.02.1990 Repair ‘BRAKE BLOCK RB95’.
29.03.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 19

Details: wagon ‘VQLX 19 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
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Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQEX 2 B
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 20

Details: wagon ‘VQLX 20 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 20 V
BSG Code: VXQQ

Capacity of 54 tonnes

10.08.1990 Repair ‘TOP CENTRE PLATE’.
01.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.03.1992 Repair ‘HANDRAILS’.
28.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.01.1993 Repair ‘HANDRAILS END’.
27.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.

VQLX 21

Details: wagon ‘VQLX 21 G’ in AN ‘Mainland Division’.
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2.860. Wagon classification starting with ‘VQL’

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BRAKE PULL ROD’.
13.08.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.08.1992 Repair ‘DRAFTGEAR COMPLETE OTHER’.
13.08.1992 Repair ‘END SILL’.
13.08.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.08.1992 Repair ‘HANDRAILS’.
13.08.1992 Repair ‘HANDRAILS END’.
13.08.1992 Repair ‘SIDE SILL’.
13.08.1992 Repair ‘SIDE STEP’.
13.08.1992 Repair ‘STEP’.
13.08.1992 Repair ‘TRANSOM’.
13.08.1992 Repair ‘TWIST LOCK’.
13.08.1992 Repair ‘VEHICLE COMPLETE’.

VQLX 22

Details: wagon ‘VQLX 22 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 54 tonnes

18.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
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10.02.1991 Repair ‘HANDRAILS END’.
29.09.1991 Repair ‘YOKE CARRIER’.
06.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1991 Repair ‘COUPLER KNUCKLE’.
06.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.12.1991 Repair ‘EMPTY LOAD VALVE’.
06.12.1991 Repair ‘GRADE CONTROL VALVE’.
05.01.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.04.1992 Repair ‘STEP’.
15.09.1993 Repair ‘WEAR PLATES & SADDLES’.
09.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1993 Repair ‘COUPLER KNUCKLE’.
09.12.1993 Repair ‘TRAIN PIPE (END)’.
09.12.1993 Repair ‘WHEEL SET’.

VQLX 23

Details: wagon ‘VQLX 23 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 23 C
BSG Code: VXQQ

Capacity of 54 tonnes

28.03.1991 Repair ‘COUPLER COMPLETE’.
04.04.1991 Repair ‘TRAIN PIPE (END)’.
27.05.1991 Repair ‘TRAIN PIPE (END)’.
22.03.1992 Repair ‘HANDRAILS END’.
05.04.1992 Repair ‘HANDRAILS END’.
07.11.1992 Repair ‘HANDRAILS’.

VQLX 24

Details: wagon ‘VQLX 24 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 24 L
BSG Code: VXQQ

Capacity of 54 tonnes

14.02.1991 Repair ‘SIDE STEP’.

VQLX 25

Details: wagon ‘VQLX 25 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 26

Details: wagon ‘VQLX 26 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE

22043
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Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

29.01.1990 Repair ‘HANDRAILS’.
03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BEARINGS’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.
25.10.1992 Repair ‘HANDRAILS’.
31.01.1993 Repair ‘HANDRAILS’.
18.02.1993 Repair ‘BRAKE LEVER’.

VQLX 27

Details: wagon ‘VQLX 27 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX
BSG Code: VXQQ

Capacity of 54 tonnes

04.11.1991 Repair ‘HANDRAILS END’.
16.12.1992 Repair ‘SIDE STEP’.
16.12.1992 Repair ‘STEP’.

VQLX 28

Details: wagon ‘VQLX 28 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

29.05.1991 Repair ‘STEP’.
15.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.08.1993 Repair ‘YOKE CARRIER’.

VQLX 29

Details: wagon ‘VQLX 29 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

07.09.1989 Repair ‘HANDRAILS END’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘TRAIN PIPE’.

VQLX 30

Details: wagon ‘VQLX 30 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
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BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 31

Details: wagon ‘VQLX 31 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 31 P
BSG Code: VXQQ

Capacity of 54 tonnes

03.10.1990 Repair ‘HANDRAILS’.

VQLX 32

Details: wagon ‘VQLX 32 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 32 B
BSG Code: VXQQ

Capacity of 54 tonnes

03.12.1989 Repair ‘TRAIN PIPE’.
10.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.02.1990 Repair ‘COUPLER KNUCKLE’.
10.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.02.1990 Repair ‘STEP’.
10.02.1990 Repair ‘VEHICLE COMPLETE’.
04.12.1990 Repair ‘HANDRAILS END’.
09.08.1992 Repair ‘SIDE STEP’.
16.12.1992 Repair ‘STEP’.

VQLX 33

Details: wagon ‘VQLX 33 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 33 K
BSG Code: VXQQ

Capacity of 54 tonnes

19.03.1993 Repair ‘STEP’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.
17.12.1993 Repair ‘STRIKING CASTING’.
09.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 34

Details: wagon ‘VQLX 34 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VFLX
BSG Code: VXQQ

Capacity of 54 tonnes

02.09.1989 Repair ‘HANDRAILS’.
21.04.1990 Repair ‘TRAIN PIPE’.

VQLX 35

Details: wagon ‘VQLX 35 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 35 F
BSG Code: VXQQ

Capacity of 54 tonnes

10.02.1991 Repair ‘HANDRAILS END’.
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘COUPLER KNUCKLE’.
19.08.1991 Repair ‘EMPTY LOAD VALVE’.
19.08.1991 Repair ‘GRADE CONTROL VALVE’.
19.08.1991 Repair ‘TWIST LOCK’.
19.08.1991 Repair ‘TWIST LOCK’.
06.03.1992 Repair ‘HANDRAILS END’.
11.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1994 Repair ‘BOGIE SPRING’.
11.01.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 36

Details: wagon ‘VQLX 36 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m

22048



2.860. Wagon classification starting with ‘VQL’

Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

05.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.10.1989 Repair ‘BOGIE COMPLETE’.
05.10.1989 Repair ‘COUPLER KNUCKLE’.
05.06.1991 Repair ‘SIDE STEP’.

VQLX 37

Details: wagon ‘VQLX 37 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX
BSG Code: VXQQ

Capacity of 54 tonnes

08.04.1991 Repair ‘HANDRAILS’.
08.04.1991 Repair ‘STEP’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1991 Repair ‘TRAIN PIPE (END)’.
29.11.1991 Repair ‘TRAIN PIPE (END)’.
16.10.1992 Repair ‘TRAIN PIPE (END)’.
16.10.1992 Repair ‘TRAIN PIPE (END)’.
18.06.1993 Repair ‘HANDRAILS’.
18.06.1993 Repair ‘HANDRAILS END’.
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VQLX 38

Details: wagon ‘VQLX 38 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

20.12.1989 Repair ‘STEP’.
08.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.12.1990 Repair ‘BRAKE LEVER’.
08.12.1990 Repair ‘COUPLER KNUCKLE’.
08.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
08.12.1990 Repair ‘EMPTY LOAD VALVE’.
08.12.1990 Repair ‘GRADE CONTROL VALVE’.
08.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
08.12.1990 Repair ‘TWIST LOCK’.
08.12.1990 Repair ‘TWIST LOCK’.
23.12.1990 Repair ‘HANDRAILS’.
30.05.1991 Repair ‘END HOSE’.
24.01.1992 Repair ‘STEP’.
27.06.1992 Repair ‘HANDRAILS’.

VQLX 39

Details: wagon ‘VQLX 39 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.08.1988
Operating System: V/LINE
Intended Use: CONTAINERS
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BSG Code: VXQQ

Capacity of 54 tonnes

29.01.1990 Repair ‘BRAKE BLOCK RB95’.
15.10.1991 Repair ‘HANDBRAKE HANDLE’.

VQLX 40

Details: wagon ‘VQLX 40 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 40 Y
BSG Code: VXQQ

Capacity of 54 tonnes

01.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.03.1991 Repair ‘BOGIE COMPLETE’.
29.11.1991 Repair ‘STEP’.
12.11.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VQLX 41

Details: wagon ‘VQLX 41 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 54 tonnes

25.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1989 Repair ‘BRAKE BLOCK RB95’.
25.07.1989 Repair ‘BRAKE LEVER’.
25.07.1989 Repair ‘HANDRAILS END’.
25.07.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
25.07.1989 Repair ‘VEHICLE COMPLETE’.
06.07.1990 Repair ‘COUPLER TRIGGER LEVER’.
06.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1991 Repair ‘STEP’.
03.04.1992 Repair ‘TWIST LOCK’.

VQLX 42

Details: wagon ‘VQLX 42 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

04.01.1992 Repair ‘STEP’.

VQLX 43

Details: wagon ‘VQLX 43 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VFLX 43 S
BSG Code: VXQQ

Capacity of 54 tonnes

14.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
14.07.1989 Repair ‘COUPLER KNUCKLE’.
14.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.07.1989 Repair ‘EMPTY LOAD VALVE’.
14.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘TWIST LOCK’.
14.07.1989 Repair ‘YOKE CARRIER’.
15.07.1989 Repair ‘BRAKE BLOCK RB95’.
08.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.04.1990 Repair ‘BRAKE BLOCK RB95’.
12.04.1990 Repair ‘SIDE STEP’.
17.07.1990 Repair ‘YOKE CARRIER’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1990 Repair ‘TOP CENTRE PLATE’.
10.08.1990 Repair ‘TOP CENTRE PLATE’.
02.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.11.1991 Repair ‘STEP’.
30.12.1992 Repair ‘SIDE STEP’.
14.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1993 Repair ‘BRAKE FULCRUM BRACKET’.
14.04.1993 Repair ‘HANDRAILS END’.
14.04.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQLX 44

Details: wagon ‘VQLX 44 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 44 E
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BSG Code: VXQQ

Capacity of 54 tonnes

21.11.1990 Repair ‘HANDRAILS END’.
20.03.1992 Repair ‘HANDRAILS’.

VQLX 45

Details: wagon ‘VQLX 45 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

26.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQLX 46

Details: wagon ‘VQLX 46 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 46 W
BSG Code: VXQQ

Capacity of 54 tonnes

08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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08.05.1991 Repair ‘BOGIE COMPLETE’.
08.05.1991 Repair ‘BRAKE LEVER’.
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
30.03.1993 Repair ‘BODY COMPLETE’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BRAKE LEVER’.

VQLX 47

Details: wagon ‘VQLX 47 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

03.10.1990 Repair ‘HANDRAILS’.
27.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQLX 48

Details: wagon ‘VQLX 48 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 48 R
BSG Code: VXQQ
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Capacity of 54 tonnes

03.10.1991 Repair ‘HANDRAILS END’.
20.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.03.1992 Repair ‘BRAKE BLOCK RB95’.
15.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1992 Repair ‘BOGIE COMPLETE’.
15.05.1992 Repair ‘COUPLER KNUCKLE’.
15.05.1992 Repair ‘EMPTY LOAD VALVE’.
15.05.1992 Repair ‘GRADE CONTROL VALVE’.
04.02.1993 Repair ‘HANDRAILS’.

VQLX 49

Details: wagon ‘VQLX 49 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

18.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.02.1991 Repair ‘TRAIN PIPE’.
29.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQLX 50

Details: wagon ‘VQLX 50 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

23.09.1989 Repair ‘SIDE STEP’.
20.04.1990 Repair ‘HANDRAILS’.
08.10.1990 Repair ‘STEP’.
30.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1992 Repair ‘BOGIE BEARINGS’.

VQLX 51

Details: wagon ‘VQLX 51 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQEX 5 F
BSG Code: VXQQ

Capacity of 54 tonnes

26.03.1990 Repair ‘STEP’.
08.06.1990 Repair ‘HANDRAILS END’.
28.03.1991 Repair ‘STEP’.
11.07.1991 Repair ‘HANDRAILS’.
11.07.1991 Repair ‘SIDE STEP’.
13.11.1991 Repair ‘HANDRAILS’.

VQLX 52

Details: wagon ‘VQLX 52 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 52 R
BSG Code: VXQQ

Capacity of 54 tonnes

05.11.1990 Repair ‘BOGIE BEARINGS’.
19.11.1993 Repair ‘STEP’.

VQLX 53

Details: wagon ‘VQLX 53 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Wagon Width: 2921mm
BSG Code: VXQQ

Capacity of 54 tonnes

22.02.1990 Repair ‘STEP’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘COUPLER KNUCKLE’.
22.04.1991 Repair ‘EMPTY LOAD VALVE’.
22.04.1991 Repair ‘END SILL’.
22.04.1991 Repair ‘GRADE CONTROL VALVE’.
22.04.1991 Repair ‘HANDRAILS END’.
22.04.1991 Repair ‘SIDE STEP’.
22.04.1991 Repair ‘STEP’.
22.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1993 Repair ‘HANDRAILS’.

VQLX 54

Details: wagon ‘VQLX 54 L’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

15.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1991 Repair ‘WHEEL SET’.
27.11.1991 Repair ‘HANDRAILS END’.
10.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1992 Repair ‘BOGIE COMPLETE’.
10.12.1992 Repair ‘BOGIE FRICTION WEDGE’.
10.12.1992 Repair ‘COUPLER KNUCKLE’.
10.12.1992 Repair ‘EMPTY LOAD VALVE’.
10.12.1992 Repair ‘GRADE CONTROL VALVE’.
13.11.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQLX 55

Details: wagon ‘VQLX 55 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRAKE BLOCK OTHER’.
16.02.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
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16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘STEP’.
16.02.1990 Repair ‘TRAIN PIPE’.
21.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.02.1990 Repair ‘BOGIE COMPLETE’.
21.02.1990 Repair ‘TRAIN PIPE (END)’.
18.08.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Repair ‘TRAIN PIPE (END)’.
31.12.1991 Repair ‘HANDRAILS END’.
03.04.1992 Repair ‘VEHICLE COMPLETE’.
09.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1992 Repair ‘STEP’.

VQLX 56

Details: wagon ‘VQLX 56 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

27.09.1989 Repair ‘STEP’.
19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Repair ‘COUPLER KNUCKLE’.
19.12.1989 Repair ‘EMPTY LOAD VALVE’.
19.12.1989 Repair ‘GRADE CONTROL VALVE’.
19.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BEARINGS’.
24.06.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.06.1993 Repair ‘VEHICLE COMPLETE’.

VQLX 57

Details: wagon ‘VQLX 57 P’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

14.06.1991 Repair ‘HANDRAILS END’.
01.02.1993 Repair ‘STEP’.
22.03.1993 Repair ‘HANDRAILS END’.
17.11.1993 Repair ‘HANDRAILS’.

VQLX 58

Details: wagon ‘VQLX 58 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 58 C
Wagon Width: 2921mm
Wagon Height: 839mm
BSG Code: VXQQ

Capacity of 54 tonnes

13.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
13.02.1990 Repair ‘EMPTY LOAD VALVE’.
13.02.1990 Repair ‘GRADE CONTROL VALVE’.
13.02.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
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13.02.1990 Repair ‘TWIST LOCK’.
13.02.1990 Repair ‘TWIST LOCK’.
10.09.1990 Repair ‘BRAKE BLOCK RB95’.
01.03.1991 Repair ‘HANDRAILS’.
01.03.1991 Repair ‘SIDE STEP’.
09.02.1992 Repair ‘WHEEL SET’.
06.04.1993 Repair ‘SIDE STEP’.
30.10.1993 Repair ‘STEP’.

VQLX 59

Details: wagon ‘VQLX 59 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 59 L
BSG Code: VXQQ

Capacity of 54 tonnes

20.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1990 Repair ‘BRAKE PULL ROD’.
20.04.1990 Repair ‘COUPLER COMPLETE’.
20.04.1990 Repair ‘EMPTY LOAD VALVE’.
20.04.1990 Repair ‘GRADE CONTROL VALVE’.
20.04.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.04.1990 Repair ‘WHEEL SET’.
20.09.1990 Repair ‘STEP’.
07.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.12.1990 Repair ‘BRAKE LEVER’.
07.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
07.12.1990 Repair ‘COUPLER KNUCKLE’.
07.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQLX 60

Details: wagon ‘VQLX 60 G’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 60 H
BSG Code: VXQQ

Capacity of 54 tonnes

09.03.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘HANDRAILS END’.
04.12.1992 Repair ‘STEP’.
30.12.1992 Repair ‘STEP’.

VQLX 61

Details: wagon ‘VQLX 61 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 61 Q
BSG Code: VXQQ

Capacity of 54 tonnes

27.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1990 Repair ‘BOGIE COMPLETE’.
19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.06.1990 Repair ‘STEP’.
07.07.1990 Repair ‘HANDRAILS END’.
13.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.12.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.12.1990 Repair ‘COUPLER KNUCKLE’.
13.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
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04.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1991 Repair ‘BRANCH PIPE’.
04.04.1991 Repair ‘BRAKE BLOCK RB95’.
04.02.1992 Repair ‘HANDRAILS END’.
07.06.1993 Repair ‘HANDRAILS’.

VQLX 62

Details: wagon ‘VQLX 62 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.07.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

03.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.05.1990 Repair ‘BRAKE PULL ROD’.
01.11.1991 Repair ‘TRAIN PIPE (END)’.
16.12.1991 Repair ‘HANDRAILS END’.
23.04.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1993 Repair ‘BRAKE BLOCK RB95’.
23.04.1993 Repair ‘BRAKE LEVER’.
23.04.1993 Repair ‘BRAKE PULL ROD’.
23.04.1993 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.04.1993 Repair ‘COUPLER KNUCKLE’.
23.04.1993 Repair ‘EMPTY LOAD VALVE’.
23.04.1993 Repair ‘GRADE CONTROL VALVE’.

VQLX 63

Details: wagon ‘VQLX 63 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 63 L
BSG Code: VXQQ

Capacity of 54 tonnes

03.07.1989 Repair ‘HANDRAILS’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘BRAKE BLOCK RB95’.
18.12.1989 Repair ‘BRAKE FULCRUM BRACKET’.
18.12.1989 Repair ‘BRAKE LEVER’.
18.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘TWIST LOCK’.
18.12.1989 Repair ‘WHEEL SET’.
24.01.1994 Repair ‘HANDRAILS’.

VQLX 64

Details: wagon ‘VQLX 64 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 65

Details: wagon ‘VQLX 65 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 65 G
BSG Code: VXQQ

Capacity of 54 tonnes

05.11.1990 Repair ‘TRAIN PIPE’.
26.05.1991 Repair ‘HANDRAILS END’.

VQLX 66

Details: wagon ‘VQLX 66 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 66 P
BSG Code: VXQQ

Capacity of 54 tonnes

28.08.1989 Repair ‘STEP’.
18.10.1989 Repair ‘TRAIN PIPE’.
20.03.1990 Repair ‘HANDRAILS’.
29.08.1993 Repair ‘HANDRAILS’.
29.08.1993 Repair ‘SIDE STEP’.
31.08.1993 Repair ‘HANDBRAKE HANDLE’.

VQLX 67

Details: wagon ‘VQLX 67 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
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Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 67 B
BSG Code: VXQQ

Capacity of 54 tonnes

07.01.1992 Repair ‘BRAKE BLOCK RB95’.

VQLX 68

Details: wagon ‘VQLX 68 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 68 K
BSG Code: VXQQ

Capacity of 54 tonnes

24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER KNUCKLE’.
24.05.1991 Repair ‘EMPTY LOAD VALVE’.
24.05.1991 Repair ‘GRADE CONTROL VALVE’.
24.05.1991 Repair ‘HANDBRAKE HANDLE’.
24.05.1991 Repair ‘SIDE STEP’.
24.05.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

VQLX 69

Details: wagon ‘VQLX 69 S’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 69 T
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 70

Details: wagon ‘VQLX 70 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 70 P
BSG Code: VXQQ

Capacity of 54 tonnes

02.03.1990 Repair ‘STEP’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘EMPTY LOAD VALVE’.
17.04.1990 Repair ‘END BRAKE COCK’.
17.04.1990 Repair ‘GRADE CONTROL VALVE’.
17.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
17.04.1990 Repair ‘SIDE STEP’.
17.04.1990 Repair ‘TRAIN PIPE (END)’.
06.10.1990 Repair ‘STEP’.
22.06.1992 Repair ‘HANDRAILS’.
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VQLX 71

Details: wagon ‘VQLX 71 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 71
BSG Code: VXQQ

Capacity of 54 tonnes

03.03.1990 Repair ‘STEP’.
11.12.1991 Repair ‘STEP’.

VQLX 72

Details: wagon ‘VQLX 72 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 72 K
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 73

Details: wagon ‘VQLX 73 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 73 T
BSG Code: VXQQ

Capacity of 54 tonnes

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BRAKE BLOCK RB95’.
16.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
16.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Repair ‘TWIST LOCK’.
16.10.1989 Repair ‘WHEEL SET’.
07.01.1990 Repair ‘HANDRAILS’.
14.01.1990 Repair ‘HANDRAILS’.
24.02.1990 Repair ‘STEP’.
25.02.1990 Repair ‘HANDRAILS’.
09.07.1990 Repair ‘HANDRAILS END’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘TRAIN PIPE (END)’.
11.02.1991 Repair ‘TRAIN PIPE’.

VQLX 74

Details: wagon ‘VQLX 74 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 74 F
BSG Code: VXQQ
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Capacity of 54 tonnes

05.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
05.06.1991 Repair ‘BOGIE COMPLETE’.

VQLX 75

Details: wagon ‘VQLX 75 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

16.05.1990 Repair ‘SIDE STEP’.
22.02.1991 Repair ‘STEP’.
22.02.1991 Repair ‘STEP’.

VQLX 76

Details: wagon ‘VQLX 76 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

23.09.1990 Repair ‘STEP’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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27.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘WHEEL SET’.
04.10.1990 Repair ‘BOGIE BEARINGS’.
10.05.1992 Repair ‘HANDRAILS’.
10.05.1992 Repair ‘SIDE STEP’.
06.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

VQLX 77

Details: wagon ‘VQLX 77 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 77 J
BSG Code: VXQQ

Capacity of 54 tonnes

22.09.1989 Repair ‘HANDRAILS END’.
05.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
05.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.01.1990 Repair ‘COUPLER KNUCKLE’.
05.01.1990 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1990 Repair ‘EMPTY LOAD VALVE’.
05.01.1990 Repair ‘GRADE CONTROL VALVE’.
08.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1993 Repair ‘STEP’.
17.06.1993 Repair ‘HANDRAILS END’.
31.08.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 78

Details: wagon ‘VQLX 78 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 78 S
BSG Code: VXQQ

Capacity of 54 tonnes

20.09.1990 Repair ‘STEP’.
27.03.1993 Repair ‘COUPLER KNUCKLE’.
27.03.1993 Repair ‘COUPLER KNUCKLE PIN’.
19.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.05.1993 Repair ‘BRAKE PULL ROD’.
19.05.1993 Repair ‘BRAKE SPREADER & HANGERS’.
19.05.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.05.1993 Repair ‘COUPLER KNUCKLE’.
19.05.1993 Repair ‘EMPTY LOAD VALVE’.
19.05.1993 Repair ‘GRADE CONTROL VALVE’.
19.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VQLX 79

Details: wagon ‘VQLX 79 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

28.03.1991 Repair ‘HANDRAILS’.
11.05.1991 Repair ‘HANDRAILS’.
11.05.1991 Repair ‘HANDRAILS END’.
02.06.1993 Repair ‘HANDRAILS’.
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VQLX 80

Details: wagon ‘VQLX 80 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

03.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1992 Repair ‘BOGIE BEARINGS’.
03.08.1992 Repair ‘VEHICLE COMPLETE’.

VQLX 81

Details: wagon ‘VQLX 81 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

19.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1991 Repair ‘BOGIE COMPLETE’.
19.02.1991 Repair ‘COUPLER COMPLETE’.
19.02.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
07.11.1991 Repair ‘HANDRAILS’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘BOGIE COMPLETE’.
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25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
25.08.1992 Repair ‘GRADE CONTROL VALVE’.
08.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1993 Repair ‘VEHICLE COMPLETE’.

VQLX 82

Details: wagon ‘VQLX 82 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 82 S
BSG Code: VXQQ

Capacity of 54 tonnes

04.09.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.09.1991 Repair ‘HANDRAILS’.
03.10.1991 Repair ‘HANDRAILS END’.
05.06.1992 Repair ‘SIDE STEP’.

VQLX 83

Details: wagon ‘VQLX 83 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes
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29.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
22.03.1991 Repair ‘HANDRAILS END’.
25.06.1991 Repair ‘HANDRAILS’.

VQLX 84

Details: wagon ‘VQLX 84 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 84 N
BSG Code: VXQQ

Capacity of 54 tonnes

11.11.1989 Repair ‘HANDRAILS’.
06.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.12.1989 Repair ‘HANDRAILS END’.
15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘BOGIE COMPLETE’.
14.03.1990 Repair ‘COUPLER KNUCKLE’.
14.03.1990 Repair ‘EMPTY LOAD VALVE’.
14.03.1990 Repair ‘ISOLATING COCK’.
14.03.1990 Repair ‘SIDE STEP’.
14.03.1990 Repair ‘TRAIN PIPE (END)’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘TWIST LOCK’.
14.03.1990 Repair ‘WHEEL SET’.
22.10.1990 Repair ‘BOGIE BEARINGS’.
26.08.1991 Repair ‘STEP’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.01.1992 Repair ‘COUPLER KNUCKLE’.
30.01.1992 Repair ‘END BRAKE COCK’.
30.01.1992 Repair ‘TRAIN PIPE (END)’.

VQLX 85

Details: wagon ‘VQLX 85 V’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 85 W
BSG Code: VXQQ

Capacity of 54 tonnes

29.03.1991 Repair ‘HANDRAILS END’.

VQLX 86

Details: wagon ‘VQLX 86 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

10.09.1990 Repair ‘HANDBRAKE HANDLE’.

VQLX 87

Details: wagon ‘VQLX 87 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 112 P
BSG Code: VXQQ

Capacity of 54 tonnes

05.01.1992 Repair ‘STEP’.
29.05.1992 Repair ‘HANDRAILS END’.

VQLX 88

Details: wagon ‘VQLX 88 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 88 D
BSG Code: VXQQ

Capacity of 54 tonnes

24.12.1992 Repair ‘STEP’.

VQLX 89

Details: wagon ‘VQLX 89 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
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BSG Code: VXQQ

Capacity of 54 tonnes

30.07.1989 Repair ‘STEP’.
19.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1991 Repair ‘HANDRAILS END’.
19.12.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.12.1991 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 90

Details: wagon ‘VQLX 90 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 120 F
BSG Code: VXQQ

Capacity of 54 tonnes

09.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.06.1993 Repair ‘WHEEL SET’.

VQLX 91

Details: wagon ‘VQLX 91 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VFLX 91
BSG Code: VXQQ

Capacity of 54 tonnes

25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘BRAKE BLOCK RB95’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.
25.05.1990 Repair ‘VEHICLE COMPLETE’.

VQLX 92

Details: wagon ‘VQLX 92 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

04.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQLX 93

Details: wagon ‘VQLX 93 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 93 M
BSG Code: VXQQ
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Capacity of 54 tonnes

22.07.1990 Repair ‘HANDRAILS END’.
22.07.1990 Repair ‘STRIKING CASTING’.
12.02.1992 Repair ‘HANDRAILS END’.
21.07.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE SPRING’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.

VQLX 94

Details: wagon ‘VQLX 94 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQEX 6 Y
BSG Code: VXQQ

Capacity of 54 tonnes

10.10.1989 Repair ‘HOSE FITTINGS’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER COMPLETE’.
27.09.1991 Repair ‘COUPLER KNUCKLE’.

VQLX 95

Details: wagon ‘VQLX 95 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
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Intended Use: CONTAINERS
Remarks: EX VQEX 7 A
BSG Code: VXQQ

Capacity of 54 tonnes

27.02.1990 Repair ‘HANDRAILS’.
27.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VQLX 96

Details: wagon ‘VQLX 96 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

22.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.05.1992 Repair ‘HANDBRAKE HANDLE’.

VQLX 97

Details: wagon ‘VQLX 97 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQEX 80 B
BSG Code: VXQQ
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Capacity of 54 tonnes

01.12.1990 Repair ‘BOGIE SPRING’.
04.12.1990 Repair ‘STEP’.
10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.12.1990 Repair ‘BRAKE LEVER’.
10.12.1990 Repair ‘BRAKE PULL ROD’.
10.12.1990 Repair ‘COUPLER TRIGGER LEVER’.
10.12.1990 Repair ‘SIDE STEP’.
10.12.1990 Repair ‘TRAIN PIPE (END)’.
10.12.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1990 Repair ‘WHEEL SET’.
03.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.01.1991 Repair ‘COUPLER KNUCKLE’.
03.01.1991 Repair ‘VEHICLE COMPLETE’.

VQLX 98

Details: wagon ‘VQLX 98 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

13.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
31.07.1993 Repair ‘HANDRAILS’.
31.07.1993 Repair ‘SIDE STEP’.

VQLX 99

Details: wagon ‘VQLX 99 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 99 U
BSG Code: VXQQ

Capacity of 54 tonnes

15.08.1989 Repair ‘HANDRAILS END’.
06.06.1990 Repair ‘HANDRAILS’.
10.07.1990 Repair ‘HANDRAILS’.
26.05.1991 Repair ‘BOGIE SPRING’.
30.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

VQLX 100

Details: wagon ‘VQLX 100 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

04.10.1989 Repair ‘STEP’.
27.10.1989 Repair ‘STEP’.
12.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

VQLX 101

Details: wagon ‘VQLX 101 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 101 V
BSG Code: VXQQ

Capacity of 54 tonnes

19.04.1990 Repair ‘STEP’.
31.01.1991 Repair ‘END BRAKE COCK’.
31.01.1991 Repair ‘END BRAKE COCK’.
31.01.1991 Repair ‘END HOSE’.

VQLX 102

Details: wagon ‘VQLX 102 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘HANDRAILS’.
02.04.1990 Repair ‘SIDE STEP’.
02.04.1990 Repair ‘STEP’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘BRANCH PIPE’.
31.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
31.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1990 Repair ‘HANDRAILS END’.
31.08.1990 Repair ‘SIDE BEARER’.
31.08.1990 Repair ‘STEP’.
31.08.1990 Repair ‘STRIKING CASTING’.
31.08.1990 Repair ‘TWIST LOCK’.
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VQLX 104

Details: wagon ‘VQLX 104 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

18.04.1990 Repair ‘STEP’.
18.07.1990 Repair ‘HANDRAILS END’.
30.03.1991 Repair ‘HANDRAILS END’.

VQLX 105

Details: wagon ‘VQLX 105 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

17.11.1990 Repair ‘HANDRAILS END’.
21.01.1991 Repair ‘HANDRAILS’.
23.01.1991 Repair ‘END BRAKE COCK’.

VQLX 106

Details: wagon ‘VQLX 106 T’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX
BSG Code: VXQQ

Capacity of 54 tonnes

15.03.1990 Repair ‘BRAKE BLOCK RB95’.
31.01.1991 Repair ‘HANDRAILS END’.
16.12.1991 Repair ‘HANDRAILS END’.

VQLX 107

Details: wagon ‘VQLX 107 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

27.01.1991 Repair ‘HANDRAILS END’.
20.02.1994 Repair ‘HANDRAILS’.

VQLX 108

Details: wagon ‘VQLX 108 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
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Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 109

Details: wagon ‘VQLX 109 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

03.10.1989 Repair ‘TRAIN PIPE (END)’.
10.02.1991 Repair ‘STEP’.
28.01.1993 Repair ‘HANDRAILS’.
27.09.1993 Repair ‘HANDRAILS’.

VQLX 110

Details: wagon ‘VQLX 110 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 110 U
BSG Code: VXQQ

Capacity of 54 tonnes

04.07.1992 Repair ‘STEP’.

VQLX 111

Details: wagon ‘VQLX 111 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

19.11.1989 Repair ‘YOKE CARRIER’.
23.06.1991 Repair ‘HANDRAILS’.
18.09.1993 Repair ‘HANDRAILS’.
29.09.1993 Repair ‘HANDRAILS’.

VQLX 112

Details: wagon ‘VQLX 112 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 29.06.1991
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 54 tonnes

23.01.1992 Repair ‘HANDRAILS END’.
09.10.1993 Repair ‘BRAKE PIN’.
24.03.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 113

Details: wagon ‘VQLX 113 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

04.07.1992 Repair ‘STEP’.
31.03.1993 Repair ‘SIDE STEP’.
25.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1994 Repair ‘BOGIE SPRING’.
25.01.1994 Repair ‘BRAKE CONTROL PIPE’.
25.01.1994 Repair ‘COUPLER KNUCKLE’.
25.01.1994 Repair ‘VEHICLE COMPLETE’.

VQLX 114

Details: wagon ‘VQLX 114 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes
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VQLX 115

Details: wagon ‘VQLX 115 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

18.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
31.12.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.12.1992 Repair ‘COUPLER KNUCKLE’.
31.12.1992 Repair ‘EMPTY LOAD VALVE’.
31.12.1992 Repair ‘GRADE CONTROL VALVE’.
03.02.1993 Repair ‘BRAKE PULL ROD’.
30.03.1993 Repair ‘BODY COMPLETE’.
30.03.1993 Repair ‘BOGIE COMPLETE’.
30.03.1993 Repair ‘BRAKE LEVER’.
23.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.06.1993 Repair ‘COUPLER KNUCKLE’.
23.06.1993 Repair ‘WHEEL SET’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘WHEEL SET’.

VQLX 116

Details: wagon ‘VQLX 116 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
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Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

19.06.1991 Repair ‘BOGIE SPRING’.
24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
24.06.1993 Repair ‘TWIST LOCK’.

VQLX 117

Details: wagon ‘VQLX 117 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 118

Details: wagon ‘VQLX 118 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFTX 7 A
BSG Code: VXQQ

Capacity of 54 tonnes
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03.07.1991 Repair ‘VEHICLE RECLASSIFY’.
03.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFTX 7 A’

VQLX 119

Details: wagon ‘VQLX 119 X’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFKX8 F
BSG Code: VXQQ

Capacity of 54 tonnes

24.06.1991 Repair ‘VEHICLE RECLASSIFY’.
24.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFKX 8 F’

VQLX 120

Details: wagon ‘VQLX 120 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFMX 102K
BSG Code: VXQZ

Capacity of 54 tonnes

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
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26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon
‘VFMX 102 K’

31.07.1991 Repair ‘HANDRAILS’.
04.07.1992 Repair ‘STEP’.
05.11.1993 Repair ‘HANDRAILS END’.

VQLX 121

Details: wagon ‘VQLX 121 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFMX 103T
BSG Code: VXQZ

Capacity of 56 tonnes

15.05.1991 Repair ‘VEHICLE RECLASSIFY’.
15.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFLX 121 Y’
03.06.1992 Repair ‘HANDRAILS’.
10.06.1992 Repair ‘HANDRAILS’.

VQLX 122

Details: wagon ‘VQLX 122 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 60 tonnes

07.03.1992 Repair ‘COUPLER KNUCKLE’.
29.11.1992 Repair ‘HANDRAILS’.

VQLX 123

Details: wagon ‘VQLX 123 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VFMX 105Y
BSG Code: VXQZ

Capacity of 54 tonnes

26.04.1991 Repair ‘VEHICLE RECLASSIFY’.
26.04.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 105 Y’
31.07.1991 Repair ‘HANDRAILS’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘COUPLER KNUCKLE’.
23.09.1991 Repair ‘EMPTY LOAD VALVE’.
23.09.1991 Repair ‘GRADE CONTROL VALVE’.

VQLX 124

Details: wagon ‘VQLX 124 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 02.07.1991
Operating System: V/LINE
Intended Use: CONTAINERS
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BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 125

Details: wagon ‘VQLX 125 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 125E
BSG Code: VXQQ

Capacity of 56 tonnes

09.05.1991 Repair ‘VEHICLE RECLASSIFY’.
09.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFLX 125 E’

VQLX 126

Details: wagon ‘VQLX 126 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 56 tonnes

29.05.1991 Repair ‘STEP’.
29.08.1991 Repair ‘HANDRAILS END’.
24.07.1992 Repair ‘STEP’.
28.06.1994 Repair ‘VEHICLE COMPLETE’.
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VQLX 127

Details: wagon ‘VQLX 127 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFMX109E
BSG Code: VXQQ

Capacity of 54 tonnes

29.07.1991 Repair ‘VEHICLE RECLASSIFY’.
29.07.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 109 E’
22.03.1992 Repair ‘BRAKE BLOCK RB95’.

VQLX 128

Details: wagon ‘VQLX 128 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFMX110A
BSG Code: VXQQ

Capacity of 54 tonnes

02.08.1991 Repair ‘VEHICLE RECLASSIFY’.
02.08.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 110 A’
05.01.1992 Repair ‘HANDRAILS’.
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VQLX 129

Details: wagon ‘VQLX 129 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

10.07.1991 Repair ‘HANDRAILS END’.
01.04.1993 Repair ‘STEP’.

VQLX 130

Details: wagon ‘VQLX 130 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 60 tonnes

VQLX 131

Details: wagon ‘VQLX 131 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
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Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFMX 113E
BSG Code: VXQQ

Capacity of 54 tonnes

12.06.1991 Repair ‘VEHICLE RECLASSIFY’.
12.06.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFMX 113 E’
12.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VQLX 132

Details: wagon ‘VQLX 132 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VBQQ

Capacity of 56 tonnes

20.12.1991 Repair ‘HANDRAILS END’.
25.05.1993 Repair ‘SIDE STEP’.

VQLX 133

Details: wagon ‘VQLX 133 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VTFX 13
BSG Code: VXQQ

Capacity of 54 tonnes

04.07.1992 Repair ‘STEP’.
01.02.1993 Repair ‘STEP’.

VQLX 134

Details: wagon ‘VQLX 134 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 135

Details: wagon ‘VQLX 135 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 54 tonnes

Capacity of 54 tonnes

VQLX 136

Details: wagon ‘VQLX 136 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFLX 136 V
BSG Code: VBQQ

Capacity of 56 tonnes

10.05.1991 Repair ‘VEHICLE RECLASSIFY’.
10.05.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VFLX 136 V’

VQLX 137

Details: wagon ‘VQLX 137 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 05.06.1966
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFTX16W
BSG Code: VXQQ

Capacity of 54 tonnes

17.01.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
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16.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1992 Repair ‘COUPLER KNUCKLE’.
16.07.1992 Repair ‘EMPTY LOAD VALVE’.
16.07.1992 Repair ‘GRADE CONTROL VALVE’.
16.07.1992 Repair ‘WHEEL SET’.

VQLX 138

Details: wagon ‘VQLX 138 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 31.08.1956
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

14.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1992 Repair ‘BRANCH PIPE’.
14.01.1992 Repair ‘COUPLER KNUCKLE’.
14.01.1992 Repair ‘EMPTY LOAD VALVE’.
14.01.1992 Repair ‘GRADE CONTROL VALVE’.
05.11.1992 Repair ‘HANDRAILS’.

VQLX 139

Details: wagon ‘VQLX 139 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ
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Capacity of 54 tonnes

Capacity of 54 tonnes

21.04.1993 Repair ‘HANDRAILS END’.

VQLX 140

Details: wagon ‘VQLX 140 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

07.10.1993 Repair ‘BOGIE SPRING’.

VQLX 141

Details: wagon ‘VQLX 141 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

02.04.1992 Repair ‘HANDRAILS END’.
24.06.1992 Repair ‘SIDE STEP’.
30.07.1992 Repair ‘BRAKE PULL ROD’.
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VQLX 142

Details: wagon ‘VQLX 142 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 143

Details: wagon ‘VQLX 143 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1988
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 144

Details: wagon ‘VQLX 144 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 21.05.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VFTX12J
BSG Code: VXQQ

Capacity of 54 tonnes

VQLX 145

Details: wagon ‘VQLX 145 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.8m
Tare Weight: 21.7tonne
Current Gauge: Broad
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 09.01.1967
Operating System: V/LINE
Intended Use: CONTAINERS
BSG Code: VXQQ

Capacity of 54 tonnes

2.861 Wagon classification starting with ‘VQR’

VQRF 3

Details: wagon ‘VQRF 3 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 26.02.1993
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 781
BSG Code: VXQQ
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Capacity of 56 tonnes

06.03.1993 Repair ‘VEHICLE RECLASSIFY’.
06.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 781 H’

VQRF 15

Details: wagon ‘VQRF 15 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1993 Repair ‘VEHICLE RECLASSIFY’.
30.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 926 S’

VQRF 16

Details: wagon ‘VQRF 16 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

30.03.1993 Repair ‘VEHICLE RECLASSIFY’.
30.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 640 F’
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VQRF 17

Details: wagon ‘VQRF 17 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 512P
BSG Code: VXQQ

Capacity of 61 tonnes

30.03.1993 Repair ‘VEHICLE RECLASSIFY’.
30.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 512 P’

VQRF 18

Details: wagon ‘VQRF 18 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 941 M
BSG Code: VXQZ

Capacity of 51 tonnes

09.04.1993 Repair ‘VEHICLE RECLASSIFY’.
09.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 941 M’
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VQRF 19

Details: wagon ‘VQRF 19 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 561 A
Wagon Width: 2515mm
BSG Code: VBQQ

Capacity of 51 tonnes

09.04.1993 Repair ‘VEHICLE RECLASSIFY’.
09.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 561 A’

VQRF 20

Details: wagon ‘VQRF 20 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 545 U
BSG Code: VXQQ

Capacity of 51 tonnes

09.04.1993 Repair ‘VEHICLE RECLASSIFY’.
09.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 545 U’
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VQRF 21

Details: wagon ‘VQRF 21 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VQCX775 M
BSG Code: VXQZ

Capacity of 61 tonnes

01.04.1993 Repair ‘VEHICLE RECLASSIFY’.
01.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 775 M’

VQRF 22

Details: wagon ‘VQRF 22 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
Remarks: X VQCX671 P
BSG Code: VXQZ

Capacity of 61 tonnes

01.04.1993 Repair ‘VEHICLE RECLASSIFY’.
01.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 671 P’

VQRF 23

Details: wagon ‘VQRF 23 Q’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 983 Q
BSG Code: VXQZ

Capacity of 51 tonnes

09.04.1993 Repair ‘VEHICLE RECLASSIFY’.
09.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 983 Q’

VQRF 24

Details: wagon ‘VQRF 24 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 918 F
BSG Code: VXQZ

Capacity of 51 tonnes

09.04.1993 Repair ‘VEHICLE RECLASSIFY’.
09.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 918 F’

VQRF 25

Details: wagon ‘VQRF 25 L’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 915 B
BSG Code: VXQZ

Capacity of 51 tonnes

09.04.1993 Repair ‘VEHICLE RECLASSIFY’.
09.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 915 B’

VQRF 26

Details: wagon ‘VQRF 26 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 706 L
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 706 L’

VQRF 27

Details: wagon ‘VQRF 27 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 666 G
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 666 G’

VQRF 28

Details: wagon ‘VQRF 28 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 746 U
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 746 U’

VQRF 29

Details: wagon ‘VQRF 29 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m

22112



2.861. Wagon classification starting with ‘VQR’

Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 685 N
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 685 N’

VQRF 30

Details: wagon ‘VQRF 30 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 519 J
BSG Code: VXQQ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 519 J’

VQRF 31

Details: wagon ‘VQRF 31 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 726 E
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 726 E’

VQRF 32

Details: wagon ‘VQRF 32 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 925 J
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 925 J’

VQRF 33

Details: wagon ‘VQRF 33 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 705 C
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 705 C’

VQRF 34

Details: wagon ‘VQRF 34 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 997 Y
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 997 Y’

VQRF 35

Details: wagon ‘VQRF 35 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 542 Q
BSG Code: VXQQ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 542 Q’

VQRF 36

Details: wagon ‘VQRF 36 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 758 A
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 758 A’

VQRF 37

Details: wagon ‘VQRF 37 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 619 Q
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 619 Q’

VQRF 38

Details: wagon ‘VQRF 38 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 928 N
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 928 N’

VQRF 39

Details: wagon ‘VQRF 39 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
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Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 662 Q
BSG Code: VXQZ

Capacity of 51 tonnes

14.04.1993 Repair ‘VEHICLE RECLASSIFY’.
14.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 662 Q’

VQRF 55

Details: wagon ‘VQRF 55 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 809 W
BSG Code: VXQZ

Capacity of 51 tonnes

06.10.1993 Repair ‘VEHICLE RECLASSIFY’.
06.10.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 809 W’

VQRF 70

Details: wagon ‘VQRF 70 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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2.861. Wagon classification starting with ‘VQR’

BSG Code: VXQZ

Capacity of 61 tonnes

26.04.1993 Repair ‘VEHICLE RECLASSIFY’.
26.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 782 Q’

VQRF 71

Details: wagon ‘VQRF 71 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXQZ

Capacity of 61 tonnes

26.04.1993 Repair ‘VEHICLE RECLASSIFY’.
26.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 604 J’

VQRF 72

Details: wagon ‘VQRF 72 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 839A
BSG Code: VXQZ

Capacity of 61 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

30.04.1993 Repair ‘VEHICLE RECLASSIFY’.
30.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 839 A’

VQRF 73

Details: wagon ‘VQRF 73 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 932N
BSG Code: VXQZ

Capacity of 61 tonnes

30.04.1993 Repair ‘VEHICLE RECLASSIFY’.
30.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 932 N’

VQRF 74

Details: wagon ‘VQRF 74 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 709P
BSG Code: VXQZ

Capacity of 61 tonnes

01.05.1993 Repair ‘VEHICLE RECLASSIFY’.
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2.862. Wagon classification starting with ‘VQS’

01.05.1993 Issued at location ‘Australian National’ with a previous code of wagon
‘VQCX 709 P’

VQRF 75

Details: wagon ‘VQRF 75 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: EX VQCX 632P
BSG Code: VXQZ

Capacity of 61 tonnes

01.05.1993 Repair ‘VEHICLE RECLASSIFY’.
01.05.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VQCX 632 P’

2.862 Wagon classification starting with ‘VQS’

VQSW 1

Details: wagon ‘VQSW 1 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 16.2m
Tare Weight: 16tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 09.09.1992
Operating System: V/LINE
Intended Use: CONTAINERS
Remarks: ADDITIONAL NOT RECLASS
Wagon Width: 2590mm
Wagon Height: 1000mm
BSG Code: VBQQ
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 60 tonnes

Capacity of 60 tonnes

2.863 Wagon classification starting with ‘VQW’

VQWW 1

21.04.1994 Reclassified from wagon ‘VQWW 1 T’ to ’ wagon ‘RQVY 1 U’.

2.864 Wagon classification starting with ‘VSB’

VSBY 22

Details: wagon ‘VSBY 22 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.9m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBCZ

2.865 Wagon classification starting with ‘VT’

VT 1

30.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
11.07.1995 Repair ‘VEHICLE SOLD’.

VT 2

Details: wagon ‘VT 2 L’ in AN ‘Tasmania Division’.

Owner: PRIVATE
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W30
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2.866. Wagon classification starting with ‘VTB’

Date Built: 18.02.1930
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PRIVATELY OWNED;VACUUM BRAKE;STORED
BSG Code: FTTP

Capacity of 22700 litres

Fleet Grp Code: AG
Return to Service Date: 30.07.1982
Last Lift: 30.07.1982

VT 3

Details: wagon ‘VT 3 U’ in AN ‘Tasmania Division’.

Owner: PRIVATE
Operator: C
Length Over Headstocks: 9.8m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W30
Date Built: 25.06.1936
Operating System: AN
Intended Use: PETROLEUM PRODS
Remarks: PRIVATELY OWNED;VACUUM BRAKE;STORED
BSG Code: FTTP

Capacity of 22700 litres

Fleet Grp Code: AG
Return to Service Date: 31.03.1983
Last Lift: 31.03.1983

2.866 Wagon classification starting with ‘VTB’

VTBA 334

Details: wagon ‘VTBA 334 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 45460 litres

VTBA 352

Details: wagon ‘VTBA 352 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 353

Details: wagon ‘VTBA 353 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 362

Details: wagon ‘VTBA 362 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
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2.866. Wagon classification starting with ‘VTB’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 364

Details: wagon ‘VTBA 364 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 365

30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1994 Reclassified from wagon ‘VTBA 365 C’ to ’ wagon ‘VTBF 365 W’.

VTBA 366

Details: wagon ‘VTBA 366 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 367

Details: wagon ‘VTBA 367 U’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 370

Details: wagon ‘VTBA 370 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 407

Details: wagon ‘VTBA 407 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 410

Details: wagon ‘VTBA 410 Q’ in AN ‘Mainland Division’.

Operator: C
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2.866. Wagon classification starting with ‘VTB’

Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 412

Details: wagon ‘VTBA 412 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 419

Details: wagon ‘VTBA 419 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 426

Details: wagon ‘VTBA 426 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 432

Details: wagon ‘VTBA 432 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 433

Details: wagon ‘VTBA 433 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 435

Details: wagon ‘VTBA 435 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
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2.866. Wagon classification starting with ‘VTB’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 436

Details: wagon ‘VTBA 436 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 438

Details: wagon ‘VTBA 438 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 446

24.07.1987 Reclassified from wagon ‘VTBA 446 C’ to ’ wagon ‘VTBY 446 G’.

VTBA 447

Details: wagon ‘VTBA 447 L’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 451

Details: wagon ‘VTBA 451 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBA 452

Details: wagon ‘VTBA 452 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 32tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBF 303

Details: wagon ‘VTBF 303 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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2.866. Wagon classification starting with ‘VTB’

Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTBY 303 J
BSG Code: VBTP

Capacity of 54200 litres

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘BOGIE BEARERS’.
07.11.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
15.11.1989 Repair ‘BRAKE BLOCK RB95’.
28.11.1990 Repair ‘SIDE STEP’.

VTBF 343

Details: wagon ‘VTBF 343 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 343 S
BSG Code: VBTZ

Capacity of 54200 litres

16.08.1990 Repair ‘VEHICLE RECLASSIFY’.
16.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 343 S’

VTBF 365

Details: wagon ‘VTBF 365 W’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBA 365 C
BSG Code: VBTZ

Capacity of 54200 litres

22.07.1994 Repair ‘VEHICLE RECLASSIFY’.
22.07.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBA 365 C’

VTBF 412

Details: wagon ‘VTBF 412 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTBY 412P
BSG Code: VBTP

Capacity of 54200 litres

21.05.1992 Repair ‘VEHICLE RECLASSIFY’.
21.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 412 P’
22.05.1992 Repair ‘AXLEBOX’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘COUPLER KNUCKLE’.

VTBF 419

Details: wagon ‘VTBF 419 C’ in AN ‘Mainland Division’.
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2.866. Wagon classification starting with ‘VTB’

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTBY 419 J
BSG Code: VBTP

Capacity of 54200 litres

14.02.1992 Repair ‘VEHICLE RECLASSIFY’.
14.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 419 J’

VTBF 426

Details: wagon ‘VTBF 426 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VTBY 426
BSG Code: VBTZ

Capacity of 54200 litres

21.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.07.1992 Repair ‘BRANCH PIPE’.
21.07.1992 Repair ‘COUPLER KNUCKLE’.
21.07.1992 Repair ‘VEHICLE COMPLETE’.

VTBF 433

Details: wagon ‘VTBF 433 K’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTBY 433 R
BSG Code: VBTP

Capacity of 54200 litres

27.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1990 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
14.08.1990 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘BRAKE BLOCK RB95’.
22.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

VTBF 445

Details: wagon ‘VTBF 445 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 445 U
BSG Code: VBTZ

Capacity of 54 tonnes

26.11.1990 Repair ‘VEHICLE RECLASSIFY’.
26.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 445 U’
12.05.1991 Repair ‘COUPLER COMPLETE’.
12.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
12.05.1991 Repair ‘TANK WAG. TANK COMPLETE’.
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2.866. Wagon classification starting with ‘VTB’

12.05.1991 Repair ‘VEHICLE COMPLETE’.
12.05.1991 Repair ‘YOKE COMPLETE’.
13.05.1991 Repair ‘COUPLER COMPLETE’.

VTBF 446

Details: wagon ‘VTBF 446 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTBY 446 G
BSG Code: VBTP

Capacity of 54200 litres

15.08.1989 Repair ‘SIDE BEARER’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
17.04.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.04.1990 Repair ‘BOGIE SPRING’.
17.04.1990 Repair ‘BRAKE PIN’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘TOP CENTRE PLATE’.

VTBF 447

Details: wagon ‘VTBF 447 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 447 P
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BSG Code: VBTZ

Capacity of 40000 litres

15.05.1992 Repair ‘VEHICLE RECLASSIFY’.
15.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 447 P’

VTBF 451

Details: wagon ‘VTBF 451 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 451
BSG Code: VBTZ

Capacity of 54200 litres

02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BOGIE COMPLETE’.
02.08.1991 Repair ‘COUPLER KNUCKLE’.
02.08.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VTBF 496

Details: wagon ‘VTBF 496 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 54200 litres
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2.866. Wagon classification starting with ‘VTB’

VTBF 580

Details: wagon ‘VTBF 580 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 54200 litres

VTBF 581

Details: wagon ‘VTBF 581 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 581 A
BSG Code: VBTZ

Capacity of 54200 litres

19.10.1991 Repair ‘VEHICLE RECLASSIFY’.
19.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 581 A’

VTBF 582

Details: wagon ‘VTBF 582 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
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Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 582 J
BSG Code: VBTZ

Capacity of 54200 litres

10.02.1992 Repair ‘VEHICLE RECLASSIFY’.
10.02.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 582 J’
24.02.1993 Repair ‘TANK WAG. TANK COMPLETE’.
13.12.1993 Repair ‘SIDE STEP’.

VTBF 585

Details: wagon ‘VTBF 585 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTBY 585 N
BSG Code: VBTZ

Capacity of 54200 litres

19.10.1991 Repair ‘VEHICLE RECLASSIFY’.
19.10.1991 Issued at location ‘Australian National’ with a previous code of wagon

‘VTBY 585 N’

VTBX 354

Details: wagon ‘VTBX 354 X’ in AN ‘Mainland Division’.

Operator: C
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2.866. Wagon classification starting with ‘VTB’

Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

16.03.1990 Repair ‘STEP’.
03.07.1990 Repair ‘TANK WAG. STRAPS’.
03.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

VTBX 359

Details: wagon ‘VTBX 359 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 361

Details: wagon ‘VTBX 361 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

12.03.1990 Repair ‘SIDE STEP’.
02.04.1990 Repair ‘HANDRAILS’.

22139



2. TIMS GROUP INFORMATION - WAGONS

VTBX 394

Details: wagon ‘VTBX 394 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

03.09.1993 Repair ‘STEP’.
06.10.1993 Repair ‘HANDRAILS END’.
06.10.1993 Repair ‘SIDE STEP’.
04.03.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.

VTBX 395

Details: wagon ‘VTBX 395 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 396

Details: wagon ‘VTBX 396 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 414

Details: wagon ‘VTBX 414 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

22.03.1990 Repair ‘TRAIN PIPE (END)’.
08.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.09.1993 Repair ‘BRANCH PIPE’.
08.09.1993 Repair ‘HOSE FITTINGS’.

VTBX 417

Details: wagon ‘VTBX 417 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

10.07.1989 Repair ‘END HOSE’.
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘COUPLER COMPLETE’.
10.01.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
10.01.1990 Repair ‘END BRAKE COCK’.
10.01.1990 Repair ‘END HOSE’.
10.01.1990 Repair ‘YOKE PIN’.
17.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.11.1992 Repair ‘BRAKE FULCRUM BRACKET’.
17.11.1992 Repair ‘BRAKE PULL ROD’.

VTBX 424

Details: wagon ‘VTBX 424 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

07.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.12.1989 Repair ‘BRANCH PIPE’.
07.12.1989 Repair ‘TRAIN PIPE (END)’.
11.03.1990 Repair ‘END HOSE’.
17.04.1990 Repair ‘COUPLER COMPLETE’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘COUPLER TRIGGER LEVER’.
24.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.04.1990 Repair ‘COUPLER KNUCKLE’.
24.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

VTBX 430

Details: wagon ‘VTBX 430 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ
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VTBX 434

Details: wagon ‘VTBX 434 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 449

Details: wagon ‘VTBX 449 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

12.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.10.1989 Repair ‘BOGIE BEARERS’.
12.10.1989 Repair ‘BOGIE COMPLETE’.
16.01.1991 Repair ‘STEP’.
22.09.1992 Repair ‘STEP’.
10.02.1993 Repair ‘STEP’.
06.02.1995 Repair ‘VEHICLE COMPLETE’.

VTBX 453

Details: wagon ‘VTBX 453 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

09.07.1990 Alteration complete ‘RECLASSIFY MOBIL TANK WAGON VTQX 649T TO
ATMX 649J. VTQX (RS4523)’. New class: ‘ATMX’.

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BRANCH PIPE’.
17.07.1990 Repair ‘TRAIN PIPE’.
17.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMX 453 S’
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘END HOSE’.
27.08.1990 Repair ‘SIDE BEARER’.
27.08.1990 Repair ‘TOP CENTRE PLATE’.
27.08.1990 Repair ‘TRAIN PIPE’.
27.08.1990 Repair ‘VEHICLE RECLASSIFY’.
27.08.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘ATMX 453 S’
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon ‘ATMX 453 S’
11.09.1990 Alteration complete ‘RECLASSIFY ATMX 453S TO VTBX 453G. (RS4543)’.

New class: ‘VTBX’.
12.09.1990 Repair ‘VEHICLE RECLASSIFY’.
12.09.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘ATMX 453 S’
31.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
31.10.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.11.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

VTBX 455

Details: wagon ‘VTBX 455 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

10.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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10.07.1990 Repair ‘YOKE CARRIER’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.

VTBX 457

Details: wagon ‘VTBX 457 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

25.01.1990 Repair ‘END HOSE’.
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.04.1990 Repair ‘BRAKE FULCRUM BRACKET’.
30.04.1990 Repair ‘BRAKE PULL ROD’.
30.04.1990 Repair ‘SIDE COMPLETE’.
30.04.1990 Repair ‘TRAIN PIPE (END)’.
30.04.1990 Repair ‘VEHICLE COMPLETE’.
30.04.1990 Repair ‘WHEEL SET’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BEARERS’.
29.08.1990 Repair ‘SIDE STEP’.
01.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1993 Repair ‘END HOSE’.

VTBX 468

Details: wagon ‘VTBX 468 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ
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VTBX 470

Details: wagon ‘VTBX 470 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

24.08.1989 Repair ‘STEP’.
09.10.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.10.1993 Repair ‘TRAIN PIPE’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
29.10.1994 Repair ‘VEHICLE COMPLETE’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.

VTBX 472

Details: wagon ‘VTBX 472 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 583

Details: wagon ‘VTBX 583 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

16.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘BRAKE LEVER’.
05.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

VTBX 584

Details: wagon ‘VTBX 584 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 674

Details: wagon ‘VTBX 674 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘END BRAKE COCK’.
13.11.1989 Repair ‘TRAIN PIPE (END)’.
23.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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23.08.1991 Repair ‘HANDBRAKE HANDLE’.
10.12.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

VTBX 685

Details: wagon ‘VTBX 685 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 686

Details: wagon ‘VTBX 686 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBX 687

Details: wagon ‘VTBX 687 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
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BSG Code: VXTZ

22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘END BRAKE COCK’.
22.07.1993 Repair ‘TRAIN PIPE (END)’.

VTBX 688

Details: wagon ‘VTBX 688 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

02.02.1993 Repair ‘STEP’.
16.03.1994 Repair ‘VEHICLE COMPLETE’.

VTBX 689

Details: wagon ‘VTBX 689 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 31tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

VTBY 303

29.12.1988 Reclassified from wagon ‘VTBY 303 J’ to ’ wagon ‘VTBF 303 C’.

VTBY 326

Details: wagon ‘VTBY 326 G’ in AN ‘Mainland Division’.
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Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 54200 litres

VTBY 327

Details: wagon ‘VTBY 327 P’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 41 tonnes

VTBY 332

Details: wagon ‘VTBY 332 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: BITUMEN
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BSG Code: VBTZ

Capacity of 54200 litres

VTBY 333

Details: wagon ‘VTBY 333 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 54200 litres

VTBY 334

Details: wagon ‘VTBY 334 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBY 336

Details: wagon ‘VTBY 336 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad

22151



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: V/LINE
Intended Use: BITUMEN
BSG Code: VBTZ

Capacity of 54200 litres

18.11.1989 Repair ‘HANDRAILS’.
18.11.1989 Repair ‘HANDRAILS END’.
27.11.1989 Repair ‘BRAKE BLOCK RB95’.

VTBY 343

16.08.1990 Reclassified from wagon ‘VTBY 343 S’ to ’ wagon ‘VTBF 343 L’.

VTBY 412

28.03.1990 Repair ‘STEP’.
26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘BOGIE COMPLETE’.
26.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
26.03.1991 Repair ‘COUPLER KNUCKLE’.
26.03.1991 Repair ‘TOP CENTRE PLATE’.
21.05.1992 Reclassified from wagon ‘VTBY 412 P’ to ’ wagon ‘VTBF 412 X’.

VTBY 415

Details: wagon ‘VTBY 415 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
29.05.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.

VTBY 416

Details: wagon ‘VTBY 416 F’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBY 419

02.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.11.1989 Repair ‘TRAIN PIPE’.
14.02.1992 Reclassified from wagon ‘VTBY 419 J’ to ’ wagon ‘VTBF 419 C’.

VTBY 426

12.05.1988 Reclassified from wagon ‘VTBY 426 N’ to ’ wagon ‘VTBF 426 G’.

VTBY 432

Details: wagon ‘VTBY 432 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 54200 litres

VTBY 433

29.12.1988 Reclassified from wagon ‘VTBY 433 R’ to ’ wagon ‘VTBF 433 K’.

VTBY 445

26.11.1990 Reclassified from wagon ‘VTBY 445 U’ to ’ wagon ‘VTBF 445 N’.
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VTBY 446

06.12.1988 Reclassified from wagon ‘VTBY 446 G’ to ’ wagon ‘VTBF 446 W’.

VTBY 447

02.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.05.1992 Reclassified from wagon ‘VTBY 447 P’ to ’ wagon ‘VTBF 447 X’.

VTBY 451

07.06.1989 Reclassified from wagon ‘VTBY 451 P’ to ’ wagon ‘VTBF 451 X’.

VTBY 452

Details: wagon ‘VTBY 452 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBY 491

Details: wagon ‘VTBY 491 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

24.11.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Repair ‘HANDRAILS’.
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VTBY 579

Details: wagon ‘VTBY 579 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.6m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBTZ

VTBY 581

19.10.1991 Reclassified from wagon ‘VTBY 581 A’ to ’ wagon ‘VTBF 581 Q’.

VTBY 582

10.02.1992 Reclassified from wagon ‘VTBY 582 J’ to ’ wagon ‘VTBF 582 C’.

VTBY 585

19.10.1991 Reclassified from wagon ‘VTBY 585 N’ to ’ wagon ‘VTBF 585 G’.

2.867 Wagon classification starting with ‘VTG’

VTGX 7

Details: wagon ‘VTGX 7 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

15.12.1989 Repair ‘STEP’.
06.03.1996 Repair ‘VEHICLE COMPLETE’.
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VTGX 8

Details: wagon ‘VTGX 8 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VXTP

Capacity of 70200 litres

17.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.05.1991 Repair ‘STEP’.
07.06.1991 Repair ‘STEP’.
15.05.1993 Repair ‘STEP’.
26.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1993 Repair ‘STEP’.
18.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.05.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE COMPLETE’.
03.04.1996 Repair ‘VEHICLE COMPLETE’.
21.04.1996 Repair ‘VEHICLE COMPLETE’.

VTGX 9

Details: wagon ‘VTGX 9 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 36tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
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BSG Code: VXTP

Capacity of 70200 litres

23.05.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Repair ‘VEHICLE COMPLETE’.

2.868 Wagon classification starting with ‘VTH’

VTHX 652

09.07.1996 Reclassified from wagon ‘VTHX 652 G’ to ’ wagon ‘RTHY 652 G’.

VTHX 653

22.10.1996 Reclassified from wagon ‘VTHX 653 P’ to ’ wagon ‘RTHY 653 P’.

VTHX 654

04.11.1996 Reclassified from wagon ‘VTHX 654 B’ to ’ wagon ‘RTHY 654 B’.

VTHX 655

27.09.1996 Reclassified from wagon ‘VTHX 655 K’ to ’ wagon ‘RTHY 655 K’.

VTHX 656

21.08.1996 Reclassified from wagon ‘VTHX 656 T’ to ’ wagon ‘RTHY 656 T’.

VTHX 657

22.10.1996 Reclassified from wagon ‘VTHX 657 F’ to ’ wagon ‘RTHY 657 F’.

VTHX 658

07.08.1996 Reclassified from wagon ‘VTHX 658 Y’ to ’ wagon ‘RTHY 658 Y’.

VTHX 659

21.08.1996 Reclassified from wagon ‘VTHX 659 A’ to ’ wagon ‘RTHY 659 A’.

VTHX 660

04.11.1996 Reclassified from wagon ‘VTHX 660 T’ to ’ wagon ‘RTHY 660 T’.

VTHX 661

27.09.1996 Reclassified from wagon ‘VTHX 661 F’ to ’ wagon ‘RTHY 661 F’.
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VTHX 662

29.10.1996 Reclassified from wagon ‘VTHX 662 Y’ to ’ wagon ‘RTHY 662 Y’.

VTHX 663

27.09.1996 Reclassified from wagon ‘VTHX 663 A’ to ’ wagon ‘RTHY 663 A’.

VTHX 664

08.08.1996 Reclassified from wagon ‘VTHX 664 J’ to ’ wagon ‘RTHY 664 J’.

VTHX 665

29.10.1996 Reclassified from wagon ‘VTHX 665 S’ to ’ wagon ‘RTHY 665 S’.

2.869 Wagon classification starting with ‘VTQ’

VTQA 163

07.10.1986 Reclassified from wagon ‘VTQA 163 P’ to ’ wagon ‘ATMY 163 J’.

VTQA 165

07.10.1986 Reclassified from wagon ‘VTQA 165 K’ to ’ wagon ‘ATMF 165 U’.

VTQA 191

17.03.1993 Reclassified from wagon ‘VTQA 191 V’ to ’ wagon ‘VTQF 191 S’.

VTQA 195

Details: wagon ‘VTQA 195 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 25.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: V TW-57
Date Built: 01.01.1928
Operating System: V/LINE
Intended Use: DISTILLATE
BSG Code: VBTP

Capacity of 40460 litres
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VTQA 209

14.07.1992 Reclassified from wagon ‘VTQA 209 F’ to ’ wagon ‘VTQF 209 C’.

VTQA 210

Details: wagon ‘VTQA 210 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 46900 litres

VTQA 227

Details: wagon ‘VTQA 227 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: V TW-10
Date Built: 01.01.1928
Operating System: V/LINE
Intended Use: DISTILLATE
Remarks: EX VTQA;ON HIRE FROM SHELL
BSG Code: VBTP

Capacity of 40000 litres
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VTQA 228

Details: wagon ‘VTQA 228 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: V TW-10
Date Built: 01.01.1928
Operating System: V/LINE
Intended Use: DISTILLATE
Remarks: EX VTQA;ON HIRE FROM SHELL
BSG Code: VBTP

Capacity of 40000 litres

VTQA 229

Details: wagon ‘VTQA 229 V’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: V TW-10
Date Built: 01.01.1928
Operating System: V/LINE
Intended Use: DISTILLATE
Remarks: EX VTQA;ON HIRE FROM SHELL
BSG Code: VBTP

Capacity of 40000 litres

VTQA 231

Details: wagon ‘VTQA 231 D’ in AN ‘Mainland Division’.
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Owner: SHELL
Operator: C
Length Over Headstocks: 13.1m
Tare Weight: 25.3tonne
Current Gauge: Broad
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: V TW-10
Date Built: 01.01.1948
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA;ON HIRE FROM SHELL
BSG Code: VBTP

Capacity of 40910 litres

VTQA 248

10.10.1986 Reclassified from wagon ‘VTQA 248 F’ to ’ wagon ‘ATMF 248 P’.

VTQA 249

07.10.1986 Reclassified from wagon ‘VTQA 249 Y’ to ’ wagon ‘ATMF 249 B’.

VTQA 254

17.10.1986 Reclassified from wagon ‘VTQA 254 A’ to ’ wagon ‘AMTY 254 B’.

VTQA 257

24.11.1987 Reclassified from wagon ‘VTQA 257 E’ to ’ wagon ‘ATQA 257 G’.

VTQA 355

14.07.1992 Reclassified from wagon ‘VTQA 355 Q’ to ’ wagon ‘VTQF 355 N’.

VTQA 393

Details: wagon ‘VTQA 393 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 46900 litres

VTQA 534

Details: wagon ‘VTQA 534 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 46900 litres

VTQA 567

Details: wagon ‘VTQA 567 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 46900 litres
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VTQA 568

Details: wagon ‘VTQA 568 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 46900 litres

VTQA 592

Details: wagon ‘VTQA 592 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 46900 litres

VTQF 92

Details: wagon ‘VTQF 92 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 92
BSG Code: VBTP

Capacity of 49000 litres

VTQF 96

Details: wagon ‘VTQF 96 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 96
BSG Code: VBTP

Capacity of 49000 litres

VTQF 139

Details: wagon ‘VTQF 139 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

22164



2.869. Wagon classification starting with ‘VTQ’

10.07.1989 Repair ‘END HOSE’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘TRAIN PIPE (END)’.
17.03.1991 Repair ‘BRAKE BLOCK RB95’.

VTQF 151

Details: wagon ‘VTQF 151 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 151
BSG Code: VBTP

Capacity of 49000 litres

VTQF 159

Details: wagon ‘VTQF 159 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

VTQF 171

Details: wagon ‘VTQF 171 C’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

VTQF 173

Details: wagon ‘VTQF 173 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 173U
BSG Code: VBTP

Capacity of 490000 litres

VTQF 181

Details: wagon ‘VTQF 181 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 16.03.1993
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
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Remarks: EX VTQZ 181 V
BSG Code: VBTP

Capacity of 56400 litres

VTQF 184

Details: wagon ‘VTQF 184 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 16.03.1993
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQZ 184 C
BSG Code: VBTP

Capacity of 56400 litres

VTQF 186

Details: wagon ‘VTQF 186 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 16.03.1993
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQZ 186 U
BSG Code: VBTP

Capacity of 56400 litres
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VTQF 187

Details: wagon ‘VTQF 187 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

VTQF 188

Details: wagon ‘VTQF 188 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VXTP

Capacity of 56400 litres

VTQF 191

Details: wagon ‘VTQF 191 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA191V/VTQZ191G
BSG Code: VBTP

Capacity of 46900 litres

17.03.1993 Repair ‘VEHICLE RECLASSIFY’.
17.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘VTQA 191 V’

VTQF 194

Details: wagon ‘VTQF 194 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VXTP

Capacity of 56400 litres

VTQF 209

Details: wagon ‘VTQF 209 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA209F/VTQZ209N
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BSG Code: VBTP

Capacity of 46900 litres

14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VTQA 209 F’

VTQF 236

Details: wagon ‘VTQF 236 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 12.03.1965
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTQY236G
BSG Code: VBTZ

Capacity of 56400 litres

VTQF 261

Details: wagon ‘VTQF 261 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 05.12.1991
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 261
BSG Code: VBTP

Capacity of 49000 litres
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VTQF 264

Details: wagon ‘VTQF 264 F’ in AN ‘Mainland Division’.

Owner: V LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 tonnes

VTQF 275

Details: wagon ‘VTQF 275 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 275
BSG Code: VBTP

Capacity of 49000 litres

VTQF 276

Details: wagon ‘VTQF 276 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
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Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 276
BSG Code: VBTP

Capacity of 49000 litres

VTQF 281

Details: wagon ‘VTQF 281 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VXTP

Capacity of 56400 litres

VTQF 314

Details: wagon ‘VTQF 314 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 314C
BSG Code: VBTP

Capacity of 490000 litres
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VTQF 320

Details: wagon ‘VTQF 320 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 320
BSG Code: VBTP

Capacity of 49000 litres

VTQF 322

Details: wagon ‘VTQF 322 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 322P
BSG Code: VBTP

Capacity of 490000 litres

VTQF 355

Details: wagon ‘VTQF 355 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQA355Q/VTQZ355B
BSG Code: VBTP

Capacity of 46900 litres

14.07.1992 Repair ‘VEHICLE RECLASSIFY’.
14.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VTQA 355 Q’

VTQF 357

Details: wagon ‘VTQF 357 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 16.03.1993
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQZ 357 T
BSG Code: VBTP

Capacity of 56400 litres

VTQF 382

Details: wagon ‘VTQF 382 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 22.03.1973
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Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTQY382R
BSG Code: VBTZ

Capacity of 70 tonnes

VTQF 384

Details: wagon ‘VTQF 384 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 384
BSG Code: VBTP

Capacity of 49000 litres

VTQF 385

Details: wagon ‘VTQF 385 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 14.11.1991
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres
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VTQF 404

Details: wagon ‘VTQF 404 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 03.03.1964
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTQY404B
BSG Code: VBTZ

Capacity of 56400 litres

VTQF 405

Details: wagon ‘VTQF 405 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 03.07.1965
Operating System: V/LINE
Intended Use: BITUMEN
Remarks: EX VTQY405K
BSG Code: VBTZ

Capacity of 56400 litres

VTQF 469

Details: wagon ‘VTQF 469 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
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Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 56400 litres

VTQF 488

Details: wagon ‘VTQF 488 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 56400 litres

VTQF 503

Details: wagon ‘VTQF 503 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 503 W
BSG Code: VBTP

Capacity of 49000 litres
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VTQF 596

Details: wagon ‘VTQF 596 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1994
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

VTQF 680

Details: wagon ‘VTQF 680 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX VTQY 680U
BSG Code: VBTP

Capacity of 490000 litres

VTQX 638

Details: wagon ‘VTQX 638 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Broad
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VXTP

Capacity of 56400 litres

VTQX 645

08.03.1988 Reclassified from wagon ‘VTQX 645 G’ to ’ wagon ‘ATMX 645 T’.

VTQX 646

05.04.1988 Reclassified from wagon ‘VTQX 646 P’ to ’ wagon ‘ATMX 646 F’.

VTQX 649

Details: wagon ‘VTQX 649 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.5m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VXTZ

26.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.02.1990 Repair ‘EMPTY LOAD VALVE’.
09.07.1990 Alteration ‘RECLASSIFY MOBIL TANK WAGON VTQX 649T TO ATMX 649J.

VTQX (RS4523)’. New class: ‘ATMX’.
24.04.1991 Repair ‘SIDE STEP’.
22.07.1991 Repair ‘SIDE STEP’.
31.08.1991 Repair ‘SIDE STEP’.
20.09.1991 Repair ‘HANDRAILS END’.
18.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1992 Repair ‘COUPLER COMPLETE’.
18.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
18.03.1992 Repair ‘EMPTY LOAD VALVE’.
18.03.1992 Repair ‘VEHICLE COMPLETE’.
18.03.1992 Repair ‘YOKE COMPLETE’.
27.01.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.01.1993 Repair ‘STEP’.
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07.07.1994 Repair ‘VEHICLE COMPLETE’.
28.07.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Repair ‘VEHICLE COMPLETE’.

VTQX 650

08.03.1988 Reclassified from wagon ‘VTQX 650 P’ to ’ wagon ‘ATMX 650 F’.

VTQX 706

Details: wagon ‘VTQX 706 N’ in AN ‘Mainland Division’.

Owner: B.P.
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX ATBY;PROPERTY OF B.P.
BSG Code: VXTP

Capacity of 46570 litres

13.01.1993 Repair ‘VEHICLE RECLASSIFY’.
13.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ATBY 7222 H’

VTQX 707

Details: wagon ‘VTQX 707 W’ in AN ‘Mainland Division’.

Owner: B.P.
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
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2.869. Wagon classification starting with ‘VTQ’

Remarks: EX ATBY;PROPERTY OF B.P.
BSG Code: VXTP

Capacity of 46400 litres

13.01.1993 Repair ‘VEHICLE RECLASSIFY’.
13.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ATBY 7235 T’

VTQX 708

Details: wagon ‘VTQX 708 X’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX ATBY;PROPERTY OF BP
BSG Code: VXTP

Capacity of 46800 litres

13.01.1993 Repair ‘VEHICLE RECLASSIFY’.
13.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ATBY 7244 S’

VTQX 709

Details: wagon ‘VTQX 709 R’ in AN ‘Mainland Division’.

Owner: B.P.
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.9tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: V/LINE
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Intended Use: PETROLEUM PRODS
Remarks: EX ATBY;PROPERTY OF B.P.
BSG Code: VXTP

Capacity of 46600 litres

13.01.1993 Repair ‘VEHICLE RECLASSIFY’.
13.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ATBY 7245 E’

VTQX 710

Details: wagon ‘VTQX 710 N’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROPERTY OF BP
BSG Code: VXTP

Capacity of 45006 litres

13.01.1993 Repair ‘VEHICLE RECLASSIFY’.
13.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ATBL 7216 G’

VTQX 711

Details: wagon ‘VTQX 711 W’ in AN ‘Mainland Division’.

Owner: BP
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 26.7tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1952
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2.869. Wagon classification starting with ‘VTQ’

Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: EX ATBL;PROPERTY OF BP
BSG Code: VXTP

Capacity of 46600 litres

13.01.1993 Repair ‘VEHICLE RECLASSIFY’.
13.01.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘ATBL 7233 S’

VTQY 104

25.07.1990 Reclassified from wagon ‘VTQY 104 D’ to ’ wagon ‘ATMF 104 J’.

VTQY 107

05.01.1988 Reclassified from wagon ‘VTQY 107 H’ to ’ wagon ‘ATMF 107 N’.

VTQY 108

09.02.1989 Reclassified from wagon ‘VTQY 108 Q’ to ’ wagon ‘ATMF 108 W’.

VTQY 110

05.01.1988 Reclassified from wagon ‘VTQY 110 V’ to ’ wagon ‘ATMF 110 E’.

VTQY 111

Details: wagon ‘VTQY 111 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 56400 litres

VTQY 112

28.05.1988 Reclassified from wagon ‘VTQY 112 Q’ to ’ wagon ‘ATMF 112 W’.
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VTQY 114

05.01.1988 Reclassified from wagon ‘VTQY 114 L’ to ’ wagon ‘ATMF 114 R’.

VTQY 130

21.04.1988 Reclassified from wagon ‘VTQY 130 Y’ to ’ wagon ‘ATMF 130 U’.

VTQY 134

Details: wagon ‘VTQY 134 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: VLINE
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: SUITABLE FOR USE ON BLOCK OIL TRAINS
BSG Code: VBTP

Capacity of 49000 litres

VTQY 137

Details: wagon ‘VTQY 137 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 56400 litres
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2.869. Wagon classification starting with ‘VTQ’

VTQY 141

17.09.1990 Reclassified from wagon ‘VTQY 141 X’ to ’ wagon ‘ATMF 141 Y’.

VTQY 153

28.08.1990 Reclassified from wagon ‘VTQY 153 L’ to ’ wagon ‘ATMF 153 R’.

VTQY 154

Details: wagon ‘VTQY 154 U’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

07.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.09.1992 Repair ‘WHEEL SET’.

VTQY 196

Details: wagon ‘VTQY 196 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: TANK WAGON (WHITE SPIRIT)
BSG Code: VBTP

Capacity of 49000 litres
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VTQY 216

Details: wagon ‘VTQY 216 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

09.07.1990 Alteration ‘RECLASSIFY (12) ‘NTAF’ (3) ‘VTQY’ TANK WAGONS TO ‘ATMF’
CLASS. RETAIN EXISTING SERIAL NUMBERS. (RS4524)’. New class: ‘ATMF’.

19.06.1991 Repair ‘BOGIE BEARINGS’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.
12.03.1996 Repair ‘VEHICLE COMPLETE’.

VTQY 316

Details: wagon ‘VTQY 316 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $2520
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: V TW-14
Date Built: 01.01.1928
Operating System: V/LINE
Intended Use: DISTILLATE
Remarks: EX VTQY;ON HIRE FROM SHELL
BSG Code: VBTP

Capacity of 40000 litres
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2.869. Wagon classification starting with ‘VTQ’

VTQY 503

09.01.1989 Reclassified from wagon ‘VTQY 503 W’ to ’ wagon ‘VTQF 503 P’.

VTQY 690

Details: wagon ‘VTQY 690 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: TANK WAGON (WHITE SPIRIT)
BSG Code: VBTP

Capacity of 49000 litres

VTQY 691

Details: wagon ‘VTQY 691 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: TANK WAGON (WHITE SPIRIT)
BSG Code: VBTP

Capacity of 49000 litres

VTQY 692

Details: wagon ‘VTQY 692 A’ in AN ‘Mainland Division’.

Owner: V/LINE
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Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: TANK WAGON (WHITE SPIRIT)
BSG Code: VBTP

Capacity of 49000 litres

VTQY 693

Details: wagon ‘VTQY 693 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 04.12.1987
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
Remarks: TANK WAGON (WHITE SPIRIT)
BSG Code: VBTP

Capacity of 49000 litres

VTQY 694

Details: wagon ‘VTQY 694 S’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 27tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE

22188



2.870. Wagon classification starting with ‘VVA’

Intended Use: PETROLEUM PRODS
BSG Code: VBTP

Capacity of 49000 litres

VTQZ 265

Details: wagon ‘VTQZ 265 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.7m
Tare Weight: 28tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: PETROLEUM PRODS
BSG Code: VXTP

Capacity of 46900 litres

2.870 Wagon classification starting with ‘VVA’

VVAP 6

Details: wagon ‘VVAP 6 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVAP 9

Details: wagon ‘VVAP 9 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVAP 13

Details: wagon ‘VVAP 13 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVAP 14

Details: wagon ‘VVAP 14 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.2m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

2.871 Wagon classification starting with ‘VVB’

VVBP 2

Details: wagon ‘VVBP 2 Q’ in AN ‘Mainland Division’.

Operator: C
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2.871. Wagon classification starting with ‘VVB’

Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 5

Details: wagon ‘VVBP 5 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 8

Details: wagon ‘VVBP 8 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 9

Details: wagon ‘VVBP 9 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
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Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 11

Details: wagon ‘VVBP 11 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 15

Details: wagon ‘VVBP 15 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 18

Details: wagon ‘VVBP 18 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne

22192



2.871. Wagon classification starting with ‘VVB’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 20

Details: wagon ‘VVBP 20 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 23

Details: wagon ‘VVBP 23 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 24

Details: wagon ‘VVBP 24 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad

22193



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 25

Details: wagon ‘VVBP 25 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 26

Details: wagon ‘VVBP 26 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 36

Details: wagon ‘VVBP 36 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
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Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 47

Details: wagon ‘VVBP 47 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 61

Details: wagon ‘VVBP 61 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 63

Details: wagon ‘VVBP 63 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 64

Details: wagon ‘VVBP 64 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 65

Details: wagon ‘VVBP 65 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 68

Details: wagon ‘VVBP 68 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
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2.871. Wagon classification starting with ‘VVB’

Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 70

Details: wagon ‘VVBP 70 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 71

Details: wagon ‘VVBP 71 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 72

Details: wagon ‘VVBP 72 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
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Intended Use: GENERAL
BSG Code: BBSB

VVBP 75

Details: wagon ‘VVBP 75 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 76

Details: wagon ‘VVBP 76 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVBP 78

Details: wagon ‘VVBP 78 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2.872. Wagon classification starting with ‘VVC’

VVBP 80

Details: wagon ‘VVBP 80 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

2.872 Wagon classification starting with ‘VVC’

VVCP 3

Details: wagon ‘VVCP 3 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVCP 12

Details: wagon ‘VVCP 12 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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VVCP 16

Details: wagon ‘VVCP 16 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVCP 23

Details: wagon ‘VVCP 23 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVCP 34

Details: wagon ‘VVCP 34 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2.872. Wagon classification starting with ‘VVC’

VVCP 35

Details: wagon ‘VVCP 35 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVCP 37

Details: wagon ‘VVCP 37 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVCP 38

Details: wagon ‘VVCP 38 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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VVCP 40

Details: wagon ‘VVCP 40 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.9m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

2.873 Wagon classification starting with ‘VVD’

VVDY 3

Details: wagon ‘VVDY 3 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVDY 4

Details: wagon ‘VVDY 4 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2.873. Wagon classification starting with ‘VVD’

VVDY 16

Details: wagon ‘VVDY 16 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVDY 18

Details: wagon ‘VVDY 18 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVDY 30

Details: wagon ‘VVDY 30 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2. TIMS GROUP INFORMATION - WAGONS

VVDY 32

Details: wagon ‘VVDY 32 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVDY 38

Details: wagon ‘VVDY 38 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVDY 48

Details: wagon ‘VVDY 48 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2.874. Wagon classification starting with ‘VVE’

2.874 Wagon classification starting with ‘VVE’

VVEY 3

Details: wagon ‘VVEY 3 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVEY 5

Details: wagon ‘VVEY 5 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

VVEY 6

Details: wagon ‘VVEY 6 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 20tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2. TIMS GROUP INFORMATION - WAGONS

2.875 Wagon classification starting with ‘VWA’

VWAA 2

Details: wagon ‘VWAA 2 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VWAA 3

Details: wagon ‘VWAA 3 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VWAA 4

Details: wagon ‘VWAA 4 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ
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2.875. Wagon classification starting with ‘VWA’

VWAA 5

Details: wagon ‘VWAA 5 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VWAA 7

Details: wagon ‘VWAA 7 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VWAA 8

Details: wagon ‘VWAA 8 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ
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2. TIMS GROUP INFORMATION - WAGONS

VWAA 10

Details: wagon ‘VWAA 10 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 15.2m
Tare Weight: 19tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

2.876 Wagon classification starting with ‘VZD’

VZDY 27

Details: wagon ‘VZDY 27 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: EMPLOYEES
BSG Code: VBZZ

Capacity of 10 tonnes

2.877 Wagon classification starting with ‘VZF’

VZFA 40

Details: wagon ‘VZFA 40 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
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2.877. Wagon classification starting with ‘VZF’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 41

Details: wagon ‘VZFA 41 W’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 44

Details: wagon ‘VZFA 44 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

Capacity of 50 tonnes

VZFA 46

Details: wagon ‘VZFA 46 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 47

Details: wagon ‘VZFA 47 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 48

Details: wagon ‘VZFA 48 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 49

Details: wagon ‘VZFA 49 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.6m
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2.877. Wagon classification starting with ‘VZF’

Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: FREIGHT BOGIE TRANSPORT
BSG Code: VBFZ

Capacity of 26 tonnes

VZFA 50

Details: wagon ‘VZFA 50 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 51

Details: wagon ‘VZFA 51 H’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
BSG Code: VBFZ

Capacity of 26 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VZFA 52

Details: wagon ‘VZFA 52 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFA 55

12.07.1989 Reclassified from wagon ‘VZFA 55 U’ to ’ wagon ‘VZFF 55 R’.

VZFA 58

Details: wagon ‘VZFA 58 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZFF 55

Details: wagon ‘VZFF 55 R’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
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2.877. Wagon classification starting with ‘VZF’

Intended Use: GENERAL
Remarks: EX VZFA 55
BSG Code: VBFZ

Capacity of 26 tonnes

12.07.1989 Repair ‘VEHICLE RECLASSIFY’.
12.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘VZFA 55 U’

VZFF 57

Details: wagon ‘VZFF 57 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 17.5tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
Remarks: EX VZFA 57P
BSG Code: VBFZ

Capacity of 50 tonnes

VZFX 42

Details: wagon ‘VZFX 42 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
BSG Code: VXFZ

Capacity of 26 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

2.878 Wagon classification starting with ‘VZL’

VZLA 78

Details: wagon ‘VZLA 78 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZLF 80

Details: wagon ‘VZLF 80 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 17.2m
Tare Weight: 26tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BOGIES LOCO
Remarks: LOCO BOGIE TRANSPORTER
BSG Code: VBFZ

Capacity of 50 tonnes

03.08.1990 Repair ‘END BRAKE COCK’.
03.08.1990 Repair ‘END HOSE’.
03.08.1990 Repair ‘TRAIN PIPE (END)’.

2.879 Wagon classification starting with ‘VZM’

VZMF 2

Details: wagon ‘VZMF 2 R’ in AN ‘Mainland Division’.

Owner: V/LINE

22214



2.879. Wagon classification starting with ‘VZM’

Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 7

Details: wagon ‘VZMF 7 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 9

Details: wagon ‘VZMF 9 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 51 tonnes

VZMF 12

Details: wagon ‘VZMF 12 C’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 22

Details: wagon ‘VZMF 22 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 24

Details: wagon ‘VZMF 24 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
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2.879. Wagon classification starting with ‘VZM’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 29

Details: wagon ‘VZMF 29 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1993
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 34

Details: wagon ‘VZMF 34 N’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VZMF 36

Details: wagon ‘VZMF 36 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 39

Details: wagon ‘VZMF 39 M’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 42

Details: wagon ‘VZMF 42 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
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2.879. Wagon classification starting with ‘VZM’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 48

Details: wagon ‘VZMF 48 L’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 50

Details: wagon ‘VZMF 50 Q’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

VZMF 54

Details: wagon ‘VZMF 54 G’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

VZMF 59

Details: wagon ‘VZMF 59 F’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 12.3m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: BALLAST
BSG Code: VBHB

Capacity of 51 tonnes

2.880 Wagon classification starting with ‘VZO’

VZOF 121

Details: wagon ‘VZOF 121 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.7m
Tare Weight: 16tonne
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2.881. Wagon classification starting with ‘VZR’

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: GENERAL
Remarks: EX VOAA 121
BSG Code: VBOZ

Capacity of 32 tonnes

VZOF 123

Details: wagon ‘VZOF 123 J’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.7m
Tare Weight: 16tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBOZ

Capacity of 32 tonnes

2.881 Wagon classification starting with ‘VZR’

VZRX 313

Details: wagon ‘VZRX 313 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: RAIL BULK
BSG Code: VXZR
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Capacity of 51 tonnes

VZRX 320

Details: wagon ‘VZRX 320 X’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 22.8m
Tare Weight: 25tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: RAIL BULK
Remarks: EX VFRX 320 Y
BSG Code: VXZR

Capacity of 51 tonnes

04.04.1992 Repair ‘VEHICLE RECLASSIFY’.
04.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘VFRX 320 Y’

2.882 Wagon classification starting with ‘VZT’

VZTX 3

Details: wagon ‘VZTX 3 E’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 11.9m
Tare Weight: 21.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: SLEEPERS
Remarks: EX VBAX
BSG Code: VXZT

Capacity of 40 tonnes
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2.883. Wagon classification starting with ‘VZV’

2.883 Wagon classification starting with ‘VZV’

VZVA 1

Details: wagon ‘VZVA 1 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 7.1m
Tare Weight: 14tonne
Current Gauge: Standard
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1940
Operating System: V/LINE
Intended Use: POISON
BSG Code: VDZZ

Capacity of 20 tonnes

VZVA 2

Details: wagon ‘VZVA 2 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 7.1m
Tare Weight: 14tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1940
Operating System: V/LINE
Intended Use: POISON
BSG Code: VDZZ

Capacity of 20 tonnes

VZVA 3

Details: wagon ‘VZVA 3 K’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 7.1m
Tare Weight: 14tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1940
Operating System: V/LINE
Intended Use: POISON
BSG Code: VDZZ

Capacity of 20 tonnes

VZVA 4

Details: wagon ‘VZVA 4 T’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 7.1m
Tare Weight: 14tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1940
Operating System: V/LINE
Intended Use: POISON
BSG Code: VDZZ

Capacity of 20 tonnes

VZVA 247

Details: wagon ‘VZVA 247 A’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 7.1m
Tare Weight: 14tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1940
Operating System: V/LINE
Intended Use: POISON
BSG Code: VDZZ

Capacity of 20 tonnes
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2.884. Wagon classification starting with ‘VZW’

2.884 Wagon classification starting with ‘VZW’

VZWA 6

Details: wagon ‘VZWA 6 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZWA 8

Details: wagon ‘VZWA 8 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZWA 9

Details: wagon ‘VZWA 9 V’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ
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Capacity of 26 tonnes

VZWA 11

Details: wagon ‘VZWA 11 D’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
BSG Code: VBFZ

Capacity of 26 tonnes

VZWA 16

Details: wagon ‘VZWA 16 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: VBFZ

VZWA 24

Details: wagon ‘VZWA 24 P’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
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2.884. Wagon classification starting with ‘VZW’

Date Built: 01.01.1975
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
BSG Code: VBFZ

Capacity of 26 tonnes

VZWA 25

Details: wagon ‘VZWA 25 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
BSG Code: VBFZ

Capacity of 26 tonnes

VZWA 29

Details: wagon ‘VZWA 29 Y’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 13.6m
Tare Weight: 18tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: V/LINE
Intended Use: BOGIES ROLLINGS
BSG Code: VBFZ

Capacity of 26 tonnes
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2.885 Wagon classification starting with ‘W’

W 3165

Details: wagon ‘W 3165 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 14.3tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Original Cost: $570
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB G-18
Date Built: 27.05.1914
Operating System: ON LOAN
Intended Use: GENERAL
Remarks: W/O 26.01.85;EX AOWA;PERMANENT LOAN PDSM
BSG Code: SBOZ

Capacity of 33.5 tonnes

Fleet Grp Code: AH WY
Return to Service Date: 19.07.1991
Last Lift: 22.10.1982

19.07.1991 Repair ‘VEHICLE RECLASSIFY’.
19.07.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘AOWA 3165 P’
19.07.1991 Alteration complete ‘PORT DOCK STATION MUSEUM RECLASSIFYING

THEIR ROLLINGSTOCK TO ORIGINAL CLASSES. (PDSM)’. New class: ‘OB’.

2.886 Wagon classification starting with ‘WAL’

WAL 951

Details: wagon ‘WAL 951 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 22.9m
Tare Weight: 46.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
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2.887. Wagon classification starting with ‘WBA’

Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: WESTRAIL COMMISIONERS COACH
BSG Code: WSZZ

Capacity of 5 tonnes

2.887 Wagon classification starting with ‘WBA’

WBAX 30702

Details: wagon ‘WBAX 30702 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
23.04.1990 Repair ‘EMPTY LOAD VALVE’.
23.04.1990 Repair ‘GRADE CONTROL VALVE’.
09.03.1992 Repair ‘SIDE STEP’.

WBAX 30703

Details: wagon ‘WBAX 30703 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30704

05.12.1989 Reclassified from wagon ‘WBAX 30704 T’ to ’ wagon ‘WQEF 30704 M’.

WBAX 30705

05.01.1989 Reclassified from wagon ‘WBAX 30705 F’ to ’ wagon ‘WQDF 30705 S’.

WBAX 30706

Details: wagon ‘WBAX 30706 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30707

Details: wagon ‘WBAX 30707 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30708

Details: wagon ‘WBAX 30708 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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2.887. Wagon classification starting with ‘WBA’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WBAX 30709

Details: wagon ‘WBAX 30709 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED GOODS VAN
BSG Code: WXBZ

Capacity of 51 tonnes

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.

WBAX 30710

Details: wagon ‘WBAX 30710 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30711

01.12.1988 Reclassified from wagon ‘WBAX 30711 A’ to ’ wagon ‘WQDF 30711 N’.

WBAX 30712

Details: wagon ‘WBAX 30712 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30713

26.05.1989 Reclassified from wagon ‘WBAX 30713 S’ to ’ wagon ‘WQDF 30713 X’.

WBAX 30714

21.04.1989 Reclassified from wagon ‘WBAX 30714 E’ to ’ wagon ‘WQDF 30714 R’.

WBAX 30715

Details: wagon ‘WBAX 30715 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30716

Details: wagon ‘WBAX 30716 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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2.887. Wagon classification starting with ‘WBA’

Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30717

Details: wagon ‘WBAX 30717 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30718

Details: wagon ‘WBAX 30718 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘BOGIE COMPLETE’.
03.10.1989 Repair ‘DOOR LOCK MECHANISM’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.

WBAX 30720

23.11.1989 Reclassified from wagon ‘WBAX 30720 W’ to ’ wagon ‘WQDF 30720 M’.

22233



2. TIMS GROUP INFORMATION - WAGONS

WBAX 30721

Details: wagon ‘WBAX 30721 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

24.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.10.1989 Repair ‘COUPLER KNUCKLE’.
24.10.1989 Repair ‘DOOR LOCK MECHANISM’.
24.10.1989 Repair ‘EMPTY LOAD VALVE’.
24.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

WBAX 30722

Details: wagon ‘WBAX 30722 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

28.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1990 Repair ‘COUPLER KNUCKLE’.

WBAX 30724

Details: wagon ‘WBAX 30724 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
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2.887. Wagon classification starting with ‘WBA’

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘DOOR LOCK MECHANISM’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Repair ‘ROOF SHEET’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.

WBAX 30725

Details: wagon ‘WBAX 30725 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

20.09.1990 Repair ‘YOKE CARRIER’.
24.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WBAX 30726

16.09.1989 Reclassified from wagon ‘WBAX 30726 H’ to ’ wagon ‘WQDF 30726 U’.

WBAX 30729

Details: wagon ‘WBAX 30729 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30730

Details: wagon ‘WBAX 30730 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30731

Details: wagon ‘WBAX 30731 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30732

Details: wagon ‘WBAX 30732 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
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2.887. Wagon classification starting with ‘WBA’

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30733

23.11.1989 Reclassified from wagon ‘WBAX 30733 L’ to ’ wagon ‘WQDF 30733 B’.

WBAX 30734

Details: wagon ‘WBAX 30734 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30735

Details: wagon ‘WBAX 30735 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30736

01.12.1988 Reclassified from wagon ‘WBAX 30736 P’ to ’ wagon ‘WQDF 30736 F’.
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WBAX 30737

Details: wagon ‘WBAX 30737 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

29.01.1991 Repair ‘HANDBRAKE HANDLE’.
11.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.02.1991 Repair ‘COUPLER KNUCKLE’.
11.02.1991 Repair ‘DOOR COMPLETE’.
11.02.1991 Repair ‘DOOR LOCK MECHANISM’.

WBAX 30738

Details: wagon ‘WBAX 30738 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘DOOR COMPLETE’.
20.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WBAX 30739

Details: wagon ‘WBAX 30739 T’ in AN ‘Mainland Division’.

Operator: C
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2.887. Wagon classification starting with ‘WBA’

Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.

WBAX 30740

01.08.1988 Reclassified from wagon ‘WBAX 30740 P’ to ’ wagon ‘WBAZ 30740 A’.

WBAX 30741

30.12.1988 Reclassified from wagon ‘WBAX 30741 B’ to ’ wagon ‘WQDF 30741 Y’.

WBAX 30743

14.12.1989 Reclassified from wagon ‘WBAX 30743 T’ to ’ wagon ‘WQEF 30743 M’.

WBAX 30745

Details: wagon ‘WBAX 30745 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30746

02.01.1990 Reclassified from wagon ‘WBAX 30746 A’ to ’ wagon ‘WQDF 30746 N’.
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WBAX 30747

Details: wagon ‘WBAX 30747 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

29.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1990 Repair ‘DOOR SLIDE RAIL’.

WBAX 30748

Details: wagon ‘WBAX 30748 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WBAX 30749

Details: wagon ‘WBAX 30749 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30750

Details: wagon ‘WBAX 30750 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30751

Details: wagon ‘WBAX 30751 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30752

Details: wagon ‘WBAX 30752 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXBZ

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘VEHICLE COMPLETE’.

WBAX 30753

Details: wagon ‘WBAX 30753 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

24.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WBAX 30754

Details: wagon ‘WBAX 30754 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘DOOR COMPLETE’.
09.05.1991 Repair ‘DOOR LOCK MECHANISM’.
09.05.1991 Repair ‘EMPTY LOAD VALVE’.
09.05.1991 Repair ‘GRADE CONTROL VALVE’.
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WBAX 30755

Details: wagon ‘WBAX 30755 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30756

Details: wagon ‘WBAX 30756 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30757

10.10.1989 Reclassified from wagon ‘WBAX 30757 R’ to ’ wagon ‘WQDF 30757 H’.

WBAX 30758

Details: wagon ‘WBAX 30758 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXBZ

29.07.1991 Repair ‘SIDE STEP’.
30.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WBAX 30759

Details: wagon ‘WBAX 30759 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30760

Details: wagon ‘WBAX 30760 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30761

Details: wagon ‘WBAX 30761 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30762

Details: wagon ‘WBAX 30762 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30763

Details: wagon ‘WBAX 30763 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30764

Details: wagon ‘WBAX 30764 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

03.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1989 Repair ‘EMPTY LOAD VALVE’.
17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1990 Repair ‘COUPLER KNUCKLE’.
17.02.1990 Repair ‘DOOR COMPLETE’.
17.02.1990 Repair ‘EMPTY LOAD VALVE’.
17.02.1990 Repair ‘GRADE CONTROL VALVE’.

WBAX 30765

Details: wagon ‘WBAX 30765 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30768

Details: wagon ‘WBAX 30768 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30769

Details: wagon ‘WBAX 30769 U’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

05.01.1990 Repair ‘END HOSE’.
14.04.1991 Repair ‘SIDE STEP’.

WBAX 30770

Details: wagon ‘WBAX 30770 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED VAN
BSG Code: WXBZ

Capacity of 51 tonnes

10.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.12.1990 Repair ‘BOGIE COMPLETE’.
10.12.1990 Repair ‘TRAIN PIPE (END)’.

WBAX 30771

Details: wagon ‘WBAX 30771 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘DOOR FRAME’.
23.11.1989 Repair ‘DOOR LOCK MECHANISM’.
23.11.1989 Repair ‘DOOR SEAL’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.

WBAX 30773

Details: wagon ‘WBAX 30773 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

20.07.1990 Repair ‘BOGIE COMPLETE’.

WBAX 30774

01.12.1988 Reclassified from wagon ‘WBAX 30774 G’ to ’ wagon ‘WQDF 30774 T’.

WBAX 30775

Details: wagon ‘WBAX 30775 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.12.1989 Repair ‘BRAKE BLOCK RB95’.

WBAX 30777

04.01.1989 Reclassified from wagon ‘WBAX 30777 K’ to ’ wagon ‘WQDF 30777 A’.

WBAX 30778

Details: wagon ‘WBAX 30778 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30779

Details: wagon ‘WBAX 30779 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

07.03.1990 Repair ‘SIDE STEP’.
23.03.1990 Repair ‘BRAKE LEVER’.
23.03.1990 Repair ‘BRAKE PIN’.
23.03.1990 Repair ‘BRAKE PULL ROD’.
23.03.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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WBAX 30780

Details: wagon ‘WBAX 30780 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30781

Details: wagon ‘WBAX 30781 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

10.07.1990 Repair ‘DOOR COMPLETE’.
10.07.1990 Repair ‘DOOR COMPLETE’.

WBAX 30782

Details: wagon ‘WBAX 30782 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
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Remarks: EX WVL 30782 T
BSG Code: WXBZ

Capacity of 54.8 tonnes

22.07.1990 Repair ‘BRAKE BLOCK RB95’.

WBAX 30784

Details: wagon ‘WBAX 30784 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED GOODS VAN (EX WVL)
Wagon Width: 2535mm
Wagon Height: 2394mm
BSG Code: WXBZ

Capacity of 51 tonnes

WBAX 30785

Details: wagon ‘WBAX 30785 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
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24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
24.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WBAX 30786

Details: wagon ‘WBAX 30786 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

26.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.09.1989 Repair ‘BODY COMPLETE’.
26.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.09.1989 Repair ‘BRANCH PIPE’.
26.09.1989 Repair ‘COUPLER KNUCKLE’.
26.09.1989 Repair ‘DOOR COMPLETE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.
26.09.1989 Repair ‘EMPTY LOAD VALVE’.

WBAX 30788

Details: wagon ‘WBAX 30788 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WVL
BSG Code: WXBZ

Capacity of 50 tonnes
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03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1989 Repair ‘BOGIE COMPLETE’.
03.11.1989 Repair ‘COUPLER KNUCKLE’.

WBAX 30789

Details: wagon ‘WBAX 30789 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘EMPTY LOAD VALVE’.
11.06.1990 Repair ‘GRADE CONTROL VALVE’.
11.06.1990 Repair ‘SIDE BEARER’.
11.06.1990 Repair ‘TOP CENTRE PLATE’.

WBAX 30790

Details: wagon ‘WBAX 30790 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30791

Details: wagon ‘WBAX 30791 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30793

Details: wagon ‘WBAX 30793 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

13.06.1990 Repair ‘HANDRAILS’.
04.10.1991 Repair ‘HANDRAILS’.

WBAX 30794

Details: wagon ‘WBAX 30794 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30795

Details: wagon ‘WBAX 30795 X’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30797

Details: wagon ‘WBAX 30797 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
20.03.1990 Repair ‘DOOR COMPLETE’.

WBAX 30798

Details: wagon ‘WBAX 30798 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED GOODS VAN—EX WVF
BSG Code: WSBZ

Capacity of 51 tonnes
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WBAX 30799

Details: wagon ‘WBAX 30799 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30800

Details: wagon ‘WBAX 30800 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED GOODS VAN (EX WVL 30800)
BSG Code: WBBZ

Capacity of 51 tonnes

WBAX 30801

Details: wagon ‘WBAX 30801 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30802

Details: wagon ‘WBAX 30802 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30803

Details: wagon ‘WBAX 30803 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WBAX 30805

Details: wagon ‘WBAX 30805 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30806

Details: wagon ‘WBAX 30806 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30807

Details: wagon ‘WBAX 30807 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

02.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WBAX 30808

Details: wagon ‘WBAX 30808 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
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Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WVP 30808
BSG Code: WXBZ

Capacity of 51 tonnes

WBAX 30811

Details: wagon ‘WBAX 30811 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30812

Details: wagon ‘WBAX 30812 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘COUPLER KNUCKLE’.
26.12.1989 Repair ‘SIDE STEP’.
09.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.01.1990 Repair ‘COUPLER KNUCKLE’.
09.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

22259



2. TIMS GROUP INFORMATION - WAGONS

09.01.1990 Repair ‘VEHICLE COMPLETE’.
16.03.1990 Repair ‘EMPTY LOAD VALVE’.
16.03.1990 Repair ‘GRADE CONTROL VALVE’.
16.03.1990 Repair ‘VEHICLE COMPLETE’.

WBAX 30813

Details: wagon ‘WBAX 30813 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30814

Details: wagon ‘WBAX 30814 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30815

Details: wagon ‘WBAX 30815 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

15.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WBAX 30816

Details: wagon ‘WBAX 30816 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30817

Details: wagon ‘WBAX 30817 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED GOODS VAN EX WVL
BSG Code: WSBZ

Capacity of 51 tonnes

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.08.1989 Repair ‘COUPLER KNUCKLE’.
23.08.1989 Repair ‘EMPTY LOAD VALVE’.
23.08.1989 Repair ‘GRADE CONTROL VALVE’.
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WBAX 30819

Details: wagon ‘WBAX 30819 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

07.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1990 Repair ‘COUPLER KNUCKLE’.
07.06.1990 Repair ‘DOOR COMPLETE’.
07.06.1990 Repair ‘DOOR OPENING MECHANISM’.
07.06.1990 Repair ‘EMPTY LOAD VALVE’.
07.06.1990 Repair ‘GRADE CONTROL VALVE’.
07.06.1990 Repair ‘HANDRAILS’.

WBAX 30820

Details: wagon ‘WBAX 30820 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30821

Details: wagon ‘WBAX 30821 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30822

Details: wagon ‘WBAX 30822 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

08.09.1990 Repair ‘COUPLER KNUCKLE PIN’.

WBAX 30823

Details: wagon ‘WBAX 30823 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30824

Details: wagon ‘WBAX 30824 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

05.05.1990 Repair ‘COUPLER KNUCKLE’.

WBAX 30825

Details: wagon ‘WBAX 30825 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

28.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
28.03.1990 Repair ‘COUPLER KNUCKLE’.
28.03.1990 Repair ‘DOOR LOCK MECHANISM’.
28.03.1990 Repair ‘DOOR OPENING MECHANISM’.
28.03.1990 Repair ‘ROOF SHEET’.

WBAX 30826

Details: wagon ‘WBAX 30826 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30828

Details: wagon ‘WBAX 30828 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

14.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.12.1989 Repair ‘DOOR LOCK MECHANISM’.
14.12.1989 Repair ‘VEHICLE COMPLETE’.

WBAX 30829

Details: wagon ‘WBAX 30829 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30830

Details: wagon ‘WBAX 30830 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30831

Details: wagon ‘WBAX 30831 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

19.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

WBAX 30832

Details: wagon ‘WBAX 30832 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘DOOR SLIDE RAIL’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.

WBAX 30834

Details: wagon ‘WBAX 30834 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30836

Details: wagon ‘WBAX 30836 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

09.05.1991 Repair ‘BOGIE COMPLETE’.
09.05.1991 Repair ‘COUPLER COMPLETE’.
09.05.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
26.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1991 Repair ‘STRIKING CASTING’.
26.11.1991 Repair ‘VEHICLE COMPLETE’.

WBAX 30837

Details: wagon ‘WBAX 30837 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30838

Details: wagon ‘WBAX 30838 R’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.08.1990 Repair ‘VEHICLE COMPLETE’.

WBAX 30839

Details: wagon ‘WBAX 30839 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

29.05.1990 Repair ‘TRAIN PIPE’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘END BRAKE COCK’.
01.06.1990 Repair ‘END HOSE’.
01.06.1990 Repair ‘TRAIN PIPE (END)’.
01.06.1990 Repair ‘TRAIN PIPE’.
01.06.1990 Repair ‘VEHICLE COMPLETE’.
29.03.1991 Repair ‘EMPTY LOAD VALVE’.
15.11.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WBAX 30840

Details: wagon ‘WBAX 30840 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30841

Details: wagon ‘WBAX 30841 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

22.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘DOOR OPENING MECHANISM’.
22.07.1989 Repair ‘DOOR SLIDE RAIL’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
22.07.1989 Repair ‘VEHICLE COMPLETE’.

WBAX 30842

Details: wagon ‘WBAX 30842 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30843

Details: wagon ‘WBAX 30843 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30844

Details: wagon ‘WBAX 30844 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘COUPLER KNUCKLE’.
26.07.1990 Repair ‘EMPTY LOAD VALVE’.
26.07.1990 Repair ‘END BRAKE COCK’.
26.07.1990 Repair ‘GRADE CONTROL VALVE’.
26.07.1990 Repair ‘TRAIN PIPE (END)’.
27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘ROOF COMPLETE’.

WBAX 30845

Details: wagon ‘WBAX 30845 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30846

Details: wagon ‘WBAX 30846 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30847

Details: wagon ‘WBAX 30847 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

01.09.1989 Repair ‘END HOSE’.

WBAX 30848

Details: wagon ‘WBAX 30848 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30849

Details: wagon ‘WBAX 30849 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1990 Repair ‘BOGIE SPRING’.
11.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1990 Repair ‘COUPLER KNUCKLE’.
11.01.1990 Repair ‘EMPTY LOAD VALVE’.
11.01.1990 Repair ‘GRADE CONTROL VALVE’.

WBAX 30850

Details: wagon ‘WBAX 30850 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30851

Details: wagon ‘WBAX 30851 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30861

22.05.1992 Reclassified from wagon ‘WBAX 30861 B’ to ’ wagon ‘WBWX 30861 V’.

WBAX 30862

17.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.11.1989 Repair ‘STRIKING CASTING’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
17.11.1989 Repair ‘VEHICLE COMPLETE’.
01.04.1991 Repair ‘BRAKE PULL ROD’.
02.03.1992 Repair ‘BRAKE PULL ROD’.
11.03.1992 Repair ‘BRAKE PULL ROD’.
01.12.1994 Reclassified from wagon ‘WBAX 30862 K’ to ’ wagon ‘RBAX 30862 F’.

WBAX 30863

Details: wagon ‘WBAX 30863 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

15.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.10.1989 Repair ‘COUPLER TRIGGER LEVER’.
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WBAX 30864

Details: wagon ‘WBAX 30864 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30865

Details: wagon ‘WBAX 30865 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30867

06.06.1992 Reclassified from wagon ‘WBAX 30867 J’ to ’ wagon ‘WBWX 30867 G’.

WBAX 30868

Details: wagon ‘WBAX 30868 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

22274



2.887. Wagon classification starting with ‘WBA’

WBAX 30869

03.10.1992 Reclassified from wagon ‘WBAX 30869 E’ to ’ wagon ‘WBWX 30869 B’.

WBAX 30871

Details: wagon ‘WBAX 30871 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

04.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WBAX 30872

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
16.01.1990 Repair ‘STRIKING CASTING’.
12.09.1992 Reclassified from wagon ‘WBAX 30872 S’ to ’ wagon ‘WBWX 30872 P’.

WBAX 30873

Details: wagon ‘WBAX 30873 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30874

01.02.1991 Repair ‘BRAKE PULL ROD’.
01.12.1994 Reclassified from wagon ‘WBAX 30874 N’ to ’ wagon ‘RBAX 30874 X’.

WBAX 30875

Details: wagon ‘WBAX 30875 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘DOOR COMPLETE’.
15.02.1990 Repair ‘DOOR SLIDE RAIL’.
15.02.1990 Repair ‘VEHICLE COMPLETE’.

WBAX 30876

Details: wagon ‘WBAX 30876 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
25.10.1991 Repair ‘YOKE CARRIER’.
14.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.07.1992 Repair ‘BRAKE LEVER’.
14.07.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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WBAX 30877

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘DOOR COMPLETE’.
07.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
07.08.1989 Repair ‘VEHICLE COMPLETE’.
06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘BOGIE COMPLETE’.
12.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.
12.06.1991 Repair ‘COUPLER KNUCKLE PIN’.
12.06.1991 Repair ‘EMPTY LOAD VALVE’.
12.06.1991 Repair ‘GRADE CONTROL VALVE’.
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘DOOR COMPLETE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
28.11.1994 Reclassified from wagon ‘WBAX 30877 R’ to ’ wagon ‘RBAX 30877 M’.

WBAX 30878

Details: wagon ‘WBAX 30878 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

24.08.1989 Repair ‘END BRAKE COCK’.

WBAX 30879

Details: wagon ‘WBAX 30879 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30880

03.07.1992 Reclassified from wagon ‘WBAX 30880 X’ to ’ wagon ‘WBWX 30880 F’.

WBAX 30881

31.07.1989 Repair ‘HANDRAILS END’.
31.07.1989 Repair ‘SIDE STEP’.
08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘DOOR COMPLETE’.
25.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.01.1990 Repair ‘BOGIE COMPLETE’.
25.01.1990 Repair ‘BRAKE PULL ROD’.
25.01.1990 Repair ‘DOOR LOCK MECHANISM’.
25.01.1990 Repair ‘VEHICLE COMPLETE’.
25.01.1990 Repair ‘WHEEL SET’.
02.11.1994 Reclassified from wagon ‘WBAX 30881 R’ to ’ wagon ‘RBAX 30881 M’.

WBAX 30882

Details: wagon ‘WBAX 30882 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30883

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
12.10.1989 Repair ‘DOOR COMPLETE’.
13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.12.1994 Reclassified from wagon ‘WBAX 30883 M’ to ’ wagon ‘RBAX 30883 H’.

WBAX 30884

06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘DOOR COMPLETE’.
06.02.1991 Repair ‘VEHICLE COMPLETE’.
13.03.1991 Repair ‘BOGIE COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘COUPLER KNUCKLE’.
01.07.1991 Repair ‘DOOR OPENING MECHANISM’.
01.07.1991 Repair ‘END BRAKE COCK’.
30.01.1995 Reclassified from wagon ‘WBAX 30884 V’ to ’ wagon ‘RBAX 30884 Q’.

WBAX 30885

04.09.1989 Repair ‘TRAIN PIPE’.
01.08.1990 Repair ‘SIDE STEP’.
06.06.1992 Reclassified from wagon ‘WBAX 30885 H’ to ’ wagon ‘WBWX 30885 E’.

WBAX 30886

Details: wagon ‘WBAX 30886 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

25.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1991 Repair ‘VEHICLE COMPLETE’.

WBAX 30887

Details: wagon ‘WBAX 30887 C’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30888

Details: wagon ‘WBAX 30888 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘END BRAKE COCK’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.

WBAX 30889

Details: wagon ‘WBAX 30889 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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25.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.04.1990 Repair ‘DOOR COMPLETE’.
25.04.1990 Repair ‘VEHICLE COMPLETE’.
03.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.07.1990 Repair ‘BOGIE COMPLETE’.
03.07.1990 Repair ‘BRAKE PULL ROD’.
03.07.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
03.07.1990 Repair ‘TRAIN PIPE (END)’.

WBAX 30890

Details: wagon ‘WBAX 30890 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30891

Details: wagon ‘WBAX 30891 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
02.03.1992 Repair ‘DOOR OPENING MECHANISM’.

WBAX 30892

Details: wagon ‘WBAX 30892 L’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30893

15.10.1990 Repair ‘YOKE CARRIER’.
12.11.1992 Reclassified from wagon ‘WBAX 30893 U’ to ’ wagon ‘WBWX 30893 R’.

WBAX 30894

12.08.1992 Reclassified from wagon ‘WBAX 30894 G’ to ’ wagon ‘WBWX 30894 D’.

WBAX 30895

Details: wagon ‘WBAX 30895 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

20.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.

WBAX 30896

26.03.1990 Repair ‘DOOR OPENING MECHANISM’.
23.04.1990 Repair ‘DOOR COMPLETE’.
02.05.1991 Repair ‘DOOR COMPLETE’.
12.01.1995 Reclassified from wagon ‘WBAX 30896 B’ to ’ wagon ‘RBAX 30896 T’.

WBAX 30898

Details: wagon ‘WBAX 30898 T’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WVL 30898
BSG Code: WXBZ

14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘DOOR COMPLETE’.
14.06.1990 Repair ‘DOOR LOCK MECHANISM’.
14.06.1990 Repair ‘VEHICLE COMPLETE’.

WBAX 30899

19.04.1992 Reclassified from wagon ‘WBAX 30899 F’ to ’ wagon ‘WBWX 30899 C’.
99.99.9999 Reclassified from wagon ‘WBAX 30899 F’ to ’ wagon ‘RBAX 30899 A’.

WBAX 30900

22.04.1995 Reclassified from wagon ‘WBAX 30900 U’ to ’ wagon ‘RBAX 30900 P’.

WBAX 30901

Details: wagon ‘WBAX 30901 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

14.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1989 Repair ‘COUPLER KNUCKLE’.
14.11.1989 Repair ‘DOOR COMPLETE’.
14.11.1989 Repair ‘EMPTY LOAD VALVE’.
14.11.1989 Repair ‘GRADE CONTROL VALVE’.
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WBAX 30902

12.09.1992 Reclassified from wagon ‘WBAX 30902 P’ to ’ wagon ‘WBWX 30902 M’.

WBAX 30903

06.10.1991 Repair ‘SIDE STEP’.
06.06.1992 Reclassified from wagon ‘WBAX 30903 B’ to ’ wagon ‘WBWX 30903 V’.

WBAX 30904

12.01.1995 Reclassified from wagon ‘WBAX 30904 K’ to ’ wagon ‘RBAX 30904 F’.

WBAX 30905

23.04.1990 Repair ‘DOOR COMPLETE’.
22.12.1992 Reclassified from wagon ‘WBAX 30905 T’ to ’ wagon ‘WBWX 30905 Q’.

WBAX 30906

09.01.1995 Reclassified from wagon ‘WBAX 30906 F’ to ’ wagon ‘RBAX 30906 A’.

WBAX 30907

13.07.1992 Reclassified from wagon ‘WBAX 30907 Y’ to ’ wagon ‘WBWX 30907 L’.

WBAX 30908

11.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.04.1995 Reclassified from wagon ‘WBAX 30908 A’ to ’ wagon ‘RBAX 30908 S’.

WBAX 30909

Details: wagon ‘WBAX 30909 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

16.05.1994 Repair ‘VEHICLE COMPLETE’.
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WBAX 30910

Details: wagon ‘WBAX 30910 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30912

07.11.1994 Reclassified from wagon ‘WBAX 30912 A’ to ’ wagon ‘RBAX 30912 S’.

WBAX 30913

Details: wagon ‘WBAX 30913 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30914

Details: wagon ‘WBAX 30914 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXBZ

15.10.1992 Repair ‘SIDE STEP’.

WBAX 30915

22.05.1992 Reclassified from wagon ‘WBAX 30915 E’ to ’ wagon ‘WBWX 30915 B’.

WBAX 30916

09.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.02.1990 Repair ‘BRAKE PULL ROD’.
07.05.1992 Reclassified from wagon ‘WBAX 30916 N’ to ’ wagon ‘WBWX 30916 K’.

WBAX 30917

12.09.1992 Reclassified from wagon ‘WBAX 30917 W’ to ’ wagon ‘WBWX 30917 T’.

WBAX 30918

03.04.1990 Repair ‘DOOR COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Reclassified from wagon ‘WBAX 30918 X’ to ’ wagon ‘RBAX 30918 D’.

WBAX 30921

Details: wagon ‘WBAX 30921 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30922

15.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.09.1989 Repair ‘COUPLER KNUCKLE’.
15.09.1989 Repair ‘DOOR COMPLETE’.
15.09.1989 Repair ‘DOOR LOCK MECHANISM’.
15.09.1989 Repair ‘EMPTY LOAD VALVE’.
15.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

22286



2.887. Wagon classification starting with ‘WBA’

23.04.1991 Repair ‘DOOR LOCK MECHANISM’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘WHEEL SET’.
28.02.1995 Reclassified from wagon ‘WBAX 30922 X’ to ’ wagon ‘RBAX 30922 D’.

WBAX 30923

19.04.1992 Reclassified from wagon ‘WBAX 30923 R’ to ’ wagon ‘WBWX 30923 Y’.

WBAX 30924

06.06.1994 Reclassified from wagon ‘WBAX 30924 D’ to ’ wagon ‘RBAX 30924 V’.

WBAX 30926

Details: wagon ‘WBAX 30926 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 51 tonnes

21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1989 Repair ‘COUPLER KNUCKLE’.
21.12.1989 Repair ‘DOOR COMPLETE’.

WBAX 30927

29.07.1992 Reclassified from wagon ‘WBAX 30927 H’ to ’ wagon ‘WBWX 30927 E’.

WBAX 30928

16.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1990 Repair ‘COUPLER KNUCKLE’.
16.08.1990 Repair ‘DOOR COMPLETE’.
16.08.1990 Repair ‘EMPTY LOAD VALVE’.
16.08.1990 Repair ‘GRADE CONTROL VALVE’.
07.11.1994 Reclassified from wagon ‘WBAX 30928 Q’ to ’ wagon ‘RBAX 30928 L’.
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WBAX 30929

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘COUPLER KNUCKLE’.
15.01.1990 Repair ‘DOOR COMPLETE’.
15.01.1990 Repair ‘EMPTY LOAD VALVE’.
15.01.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1992 Repair ‘BOGIE COMPLETE’.
19.05.1992 Repair ‘SIDE BEARER’.
19.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.05.1992 Repair ‘WEAR PLATES & SADDLES’.
02.07.1992 Repair ‘END BRAKE COCK’.
17.01.1995 Reclassified from wagon ‘WBAX 30929 C’ to ’ wagon ‘RBAX 30929 U’.

WBAX 30930

Details: wagon ‘WBAX 30930 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

27.08.1990 Repair ‘SIDE STEP’.

WBAX 30931

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘BRAKE BLOCK RB95’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
16.03.1991 Repair ‘COUPLER KNUCKLE’.
16.03.1991 Repair ‘DOOR OPENING MECHANISM’.
15.10.1992 Repair ‘COUPLER COMPLETE’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘TRAIN PIPE (END)’.
26.10.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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25.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.06.1993 Repair ‘COUPLER KNUCKLE’.
25.06.1993 Repair ‘DOOR LOCK MECHANISM’.
15.11.1994 Reclassified from wagon ‘WBAX 30931 H’ to ’ wagon ‘RBAX 30931 C’.

WBAX 30932

Details: wagon ‘WBAX 30932 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30933

10.10.1989 Repair ‘HOSE FITTINGS’.
16.04.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Reclassified from wagon ‘WBAX 30933 C’ to ’ wagon ‘RBAX 30933 U’.

WBAX 30934

13.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1989 Repair ‘COUPLER KNUCKLE’.
13.09.1989 Repair ‘DOOR SLIDE RAIL’.
13.09.1989 Repair ‘EMPTY LOAD VALVE’.
13.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.09.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BRAKE PULL ROD’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘END BRAKE COCK’.
15.02.1990 Repair ‘END HOSE’.
15.02.1990 Repair ‘TRAIN PIPE (END)’.
22.04.1995 Reclassified from wagon ‘WBAX 30934 L’ to ’ wagon ‘RBAX 30934 G’.

WBAX 30935

24.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.04.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Reclassified from wagon ‘WBAX 30935 U’ to ’ wagon ‘RBAX 30935 P’.
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WBAX 30936

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘DOOR SLIDE RAIL’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘EMPTY LOAD VALVE’.
06.03.1990 Repair ‘GRADE CONTROL VALVE’.
02.05.1992 Reclassified from wagon ‘WBAX 30936 G’ to ’ wagon ‘WBWX 30936 D’.

WBAX 30937

Details: wagon ‘WBAX 30937 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30938

11.10.1989 Reclassified from wagon ‘WBAX 30938 B’ to ’ wagon ‘WBNX 30938 R’.

WBAX 30939

Details: wagon ‘WBAX 30939 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXBZ

WBAX 30940

22.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘WBAX 30940 G’ to ’ wagon ‘RBAX 30940 B’.

WBAX 30941

Details: wagon ‘WBAX 30941 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30942

Details: wagon ‘WBAX 30942 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

02.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1991 Repair ‘BOGIE COMPLETE’.
02.01.1991 Repair ‘TRAIN PIPE (END)’.
15.02.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.10.1991 Repair ‘COUPLER KNUCKLE’.
05.10.1991 Repair ‘DOOR COMPLETE’.
05.10.1991 Repair ‘EMPTY LOAD VALVE’.
05.10.1991 Repair ‘GRADE CONTROL VALVE’.
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WBAX 30943

28.08.1989 Repair ‘END HOSE’.
04.12.1989 Repair ‘END HOSE’.
28.11.1994 Reclassified from wagon ‘WBAX 30943 K’ to ’ wagon ‘RBAX 30943 F’.

WBAX 30944

Details: wagon ‘WBAX 30944 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

26.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1990 Repair ‘BRAKE BLOCK RB95’.
26.11.1990 Repair ‘BRAKE PULL ROD’.

WBAX 30945

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
16.10.1989 Repair ‘COUPLER KNUCKLE’.
16.10.1989 Repair ‘COUPLER KNUCKLE PIN’.
16.10.1989 Repair ‘DOOR COMPLETE’.
16.10.1989 Repair ‘EMPTY LOAD VALVE’.
16.10.1989 Repair ‘GRADE CONTROL VALVE’.
24.05.1992 Reclassified from wagon ‘WBAX 30945 F’ to ’ wagon ‘WBWX 30945 C’.

WBAX 30946

23.11.1994 Reclassified from wagon ‘WBAX 30946 Y’ to ’ wagon ‘RBAX 30946 J’.

WBAX 30947

15.08.1992 Reclassified from wagon ‘WBAX 30947 A’ to ’ wagon ‘WBWX 30947 U’.

WBAX 30948

Details: wagon ‘WBAX 30948 J’ in AN ‘Mainland Division’.

Operator: C

22292



2.887. Wagon classification starting with ‘WBA’

Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

02.04.1990 Repair ‘DOOR OPENING MECHANISM’.

WBAX 30949

01.03.1991 Repair ‘SIDE STEP’.
11.03.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
16.01.1995 Reclassified from wagon ‘WBAX 30949 S’ to ’ wagon ‘RBAX 30949 N’.

WBAX 30950

17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.02.1990 Repair ‘COUPLER KNUCKLE’.
17.02.1990 Repair ‘DOOR COMPLETE’.
17.02.1990 Repair ‘EMPTY LOAD VALVE’.
17.02.1990 Repair ‘GRADE CONTROL VALVE’.
12.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1994 Reclassified from wagon ‘WBAX 30950 Y’ to ’ wagon ‘RBAX 30950 J’.

WBAX 30951

06.06.1992 Reclassified from wagon ‘WBAX 30951 A’ to ’ wagon ‘WBWX 30951 U’.

WBAX 30952

04.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Reclassified from wagon ‘WBAX 30952 J’ to ’ wagon ‘RBAX 30952 E’.

WBAX 30953

24.05.1992 Reclassified from wagon ‘WBAX 30953 S’ to ’ wagon ‘WBWX 30953 P’.

WBAX 30954

02.08.1989 Repair ‘BRAKE PULL ROD’.
26.09.1992 Reclassified from wagon ‘WBAX 30954 E’ to ’ wagon ‘WBWX 30954 B’.
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WBAX 30955

06.06.1992 Reclassified from wagon ‘WBAX 30955 N’ to ’ wagon ‘WBWX 30955 K’.

WBAX 30956

08.04.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.11.1994 Reclassified from wagon ‘WBAX 30956 W’ to ’ wagon ‘RBAX 30956 R’.

WBAX 30957

24.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
24.07.1989 Repair ‘COUPLER KNUCKLE’.
24.07.1989 Repair ‘DOOR COMPLETE’.
24.07.1989 Repair ‘EMPTY LOAD VALVE’.
24.07.1989 Repair ‘END BRAKE COCK’.
24.07.1989 Repair ‘GRADE CONTROL VALVE’.
15.03.1990 Repair ‘TOP CENTRE PLATE’.
27.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1992 Reclassified from wagon ‘WBAX 30957 X’ to ’ wagon ‘WBWX 30957 F’.

WBAX 30958

06.07.1989 Repair ‘NYLON HOSE’.
15.04.1993 Reclassified from wagon ‘WBAX 30958 R’ to ’ wagon ‘WBWX 30958 Y’.

WBAX 30959

05.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.03.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Reclassified from wagon ‘WBAX 30959 D’ to ’ wagon ‘RBAX 30959 V’.

WBAX 30960

01.09.1992 Reclassified from wagon ‘WBAX 30960 W’ to ’ wagon ‘WBWX 30960 T’.

WBAX 30961

Details: wagon ‘WBAX 30961 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30962

15.09.1993 Repair ‘DOOR COMPLETE’.
07.11.1994 Reclassified from wagon ‘WBAX 30962 R’ to ’ wagon ‘RBAX 30962 M’.

WBAX 30963

22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘DOOR COMPLETE’.
22.09.1989 Repair ‘VEHICLE COMPLETE’.
07.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.03.1990 Repair ‘BOGIE COMPLETE’.
07.03.1990 Repair ‘BRAKE FULCRUM BRACKET’.
07.03.1990 Repair ‘BRAKE PULL ROD’.
07.03.1990 Repair ‘COUPLER COMPLETE’.
07.03.1990 Repair ‘END BRAKE COCK’.
07.03.1990 Repair ‘TRAIN PIPE (END)’.
07.03.1990 Repair ‘YOKE COMPLETE’.
27.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.03.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
27.03.1992 Repair ‘BOGIE COMPLETE’.
27.03.1992 Repair ‘BRAKE PULL ROD’.
27.03.1992 Repair ‘COUPLER COMPLETE’.
27.03.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
27.03.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.06.1992 Reclassified from wagon ‘WBAX 30963 D’ to ’ wagon ‘WBWX 30963 A’.

WBAX 30964

Details: wagon ‘WBAX 30964 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30965

Details: wagon ‘WBAX 30965 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘COUPLER KNUCKLE’.
19.03.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.03.1990 Repair ‘DOOR COMPLETE’.
19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘GRADE CONTROL VALVE’.
19.03.1990 Repair ‘TRAIN PIPE (END)’.

WBAX 30966

24.05.1992 Reclassified from wagon ‘WBAX 30966 H’ to ’ wagon ‘WBWX 30966 E’.

WBAX 30967

Details: wagon ‘WBAX 30967 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30968

Details: wagon ‘WBAX 30968 C’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30969

23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘COUPLER KNUCKLE’.
23.02.1990 Repair ‘DOOR COMPLETE’.
23.02.1995 Reclassified from wagon ‘WBAX 30969 L’ to ’ wagon ‘RBAX 30969 G’.

WBAX 30970

02.11.1994 Reclassified from wagon ‘WBAX 30970 H’ to ’ wagon ‘RBAX 30970 C’.

WBAX 30971

25.05.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Reclassified from wagon ‘WBAX 30971 Q’ to ’ wagon ‘RBAX 30971 L’.

WBAX 30972

Details: wagon ‘WBAX 30972 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: COVERED VAN
BSG Code: WXBZ

Capacity of 51 tonnes
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WBAX 30973

Details: wagon ‘WBAX 30973 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

21.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1992 Repair ‘DOOR COMPLETE’.

WBAX 30974

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1989 Repair ‘COUPLER KNUCKLE’.
21.09.1989 Repair ‘DOOR COMPLETE’.
11.10.1989 Repair ‘VEHICLE COMPLETE’.
11.10.1989 Repair ‘VEHICLE COMPLETE’.
01.07.1992 Reclassified from wagon ‘WBAX 30974 U’ to ’ wagon ‘WBWX 30974 R’.

WBAX 30975

Details: wagon ‘WBAX 30975 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

05.05.1994 Repair ‘VEHICLE COMPLETE’.
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WBAX 30977

08.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1989 Repair ‘COUPLER KNUCKLE’.
08.08.1989 Repair ‘DOOR COMPLETE’.
08.08.1989 Repair ‘END BRAKE COCK’.

WBAX 30978

Details: wagon ‘WBAX 30978 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

25.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1991 Repair ‘DOOR SLIDE RAIL’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.
25.05.1991 Repair ‘VEHICLE COMPLETE’.

WBAX 30979

Details: wagon ‘WBAX 30979 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

29.10.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
29.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
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WBAX 30980

24.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1989 Repair ‘COUPLER KNUCKLE’.
24.11.1989 Repair ‘EMPTY LOAD VALVE’.
24.11.1989 Repair ‘GRADE CONTROL VALVE’.
06.06.1992 Reclassified from wagon ‘WBAX 30980 P’ to ’ wagon ‘WBWX 30980 M’.

WBAX 30981

Details: wagon ‘WBAX 30981 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

23.04.1990 Repair ‘DOOR LOCK MECHANISM’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
27.04.1990 Repair ‘COUPLER KNUCKLE’.
27.04.1990 Repair ‘DOOR COMPLETE’.
27.04.1990 Repair ‘DOOR SLIDE RAIL’.
21.05.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
07.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.

WBAX 30982

Details: wagon ‘WBAX 30982 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ
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WBAX 30983

08.03.1992 Repair ‘HANDRAILS’.
02.11.1994 Reclassified from wagon ‘WBAX 30983 T’ to ’ wagon ‘RBAX 30983 Y’.

WBAX 30984

Details: wagon ‘WBAX 30984 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘DOOR LOCK MECHANISM’.
24.02.1991 Repair ‘BRAKE PULL ROD’.
19.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1992 Repair ‘COUPLER KNUCKLE’.
24.08.1992 Repair ‘DOOR COMPLETE’.
24.08.1992 Repair ‘DOOR LOCK MECHANISM’.
24.08.1992 Repair ‘DOOR SLIDE RAIL’.
14.12.1994 Repair ‘VEHICLE COMPLETE’.

WBAX 30985

Details: wagon ‘WBAX 30985 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30986

04.01.1988 Reclassified from wagon ‘WBAX 30986 A’ to ’ wagon ‘WBNX 30986 Q’.
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WBAX 30987

11.10.1989 Repair ‘HANDBRAKE HANDLE’.
08.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
08.08.1990 Repair ‘COUPLER KNUCKLE’.
08.08.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.08.1990 Repair ‘DOOR SLIDE RAIL’.
08.08.1990 Repair ‘EMPTY LOAD VALVE’.
08.08.1990 Repair ‘GRADE CONTROL VALVE’.
08.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.11.1994 Reclassified from wagon ‘WBAX 30987 J’ to ’ wagon ‘RBAX 30987 E’.

WBAX 30988

Details: wagon ‘WBAX 30988 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

10.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.08.1989 Repair ‘BRAKE BLOCK RB95’.
10.08.1989 Repair ‘BRAKE LEVER’.
10.08.1989 Repair ‘BRAKE PULL ROD’.
10.08.1989 Repair ‘COUPLER KNUCKLE’.
10.08.1989 Repair ‘DOOR LOCK MECHANISM’.
10.08.1989 Repair ‘DOOR SLIDE RAIL’.
10.08.1989 Repair ‘EMPTY LOAD VALVE’.
10.08.1989 Repair ‘END BRAKE COCK’.
10.08.1989 Repair ‘GRADE CONTROL VALVE’.
10.08.1989 Repair ‘HANDRAILS’.
10.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.02.1990 Repair ‘END HOSE’.

WBAX 30989

15.06.1995 Reclassified from wagon ‘WBAX 30989 E’ to ’ wagon ‘RBAX 30989 W’.
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WBAX 30990

31.07.1990 Repair ‘DOOR LOCK MECHANISM’.
11.12.1992 Reclassified from wagon ‘WBAX 30990 A’ to ’ wagon ‘WBWX 30990 U’.

WBAX 30991

25.12.1994 Reclassified from wagon ‘WBAX 30991 J’ to ’ wagon ‘RBAX 30991 E’.

WBAX 30992

Details: wagon ‘WBAX 30992 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

WBAX 30993

03.06.1991 Repair ‘DOOR COMPLETE’.
07.11.1994 Reclassified from wagon ‘WBAX 30993 E’ to ’ wagon ‘RBAX 30993 W’.

WBAX 30994

22.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.05.1992 Reclassified from wagon ‘WBAX 30994 N’ to ’ wagon ‘WBWX 30994 K’.

WBAX 30995

29.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.06.1990 Repair ‘COUPLER KNUCKLE’.
14.06.1990 Repair ‘DOOR COMPLETE’.
14.06.1990 Repair ‘EMPTY LOAD VALVE’.
14.06.1990 Repair ‘GRADE CONTROL VALVE’.
12.06.1992 Reclassified from wagon ‘WBAX 30995 W’ to ’ wagon ‘WBWX 30995 T’.

WBAZ 30727

Details: wagon ‘WBAZ 30727 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1971
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 51 tonnes

WBAZ 30740

Details: wagon ‘WBAZ 30740 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30742

Details: wagon ‘WBAZ 30742 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ
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Capacity of 54.8 tonnes

WBAZ 30744

Details: wagon ‘WBAZ 30744 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Wagon Width: 2535mm
Wagon Height: 2394mm
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30766

Details: wagon ‘WBAZ 30766 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30767

Details: wagon ‘WBAZ 30767 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C

22305



2. TIMS GROUP INFORMATION - WAGONS

Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30772

Details: wagon ‘WBAZ 30772 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 51 tonnes

WBAZ 30776

Details: wagon ‘WBAZ 30776 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30776
BSG Code: WSBZ
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WBAZ 30783

Details: wagon ‘WBAZ 30783 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 51 tonnes

WBAZ 30792

Details: wagon ‘WBAZ 30792 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: INTRASTATE TRAFFIC ONLY DEFECTIVE ROOF
Wagon Width: 2535mm
Wagon Height: 2394mm
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30796

Details: wagon ‘WBAZ 30796 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 27.01.1988
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

Capacity of 51 tonnes

WBAZ 30809

Details: wagon ‘WBAZ 30809 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30810

Details: wagon ‘WBAZ 30810 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: B100
Date Built: 01.01.1988
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes
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WBAZ 30818

Details: wagon ‘WBAZ 30818 J’ in AN ‘Mainland Division’.

Owner: WESTAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30827

Details: wagon ‘WBAZ 30827 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

WBAZ 30835

Details: wagon ‘WBAZ 30835 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSBZ

Capacity of 54.8 tonnes

2.888 Wagon classification starting with ‘WBE’

WBEF 895

Details: wagon ‘WBEF 895 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 11m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: FILTER VAN
BSG Code: WSBZ

Capacity of 12 tonnes

WBES 892

Details: wagon ‘WBES 892 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 11m
Tare Weight: 22.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: STORES TRAFFIC ONLY
BSG Code: WSBZ

Capacity of 12 tonnes
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2.889 Wagon classification starting with ‘WBN’

WBNX 30866

03.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
26.05.1991 Repair ‘BRAKE BLOCK RB95’.
09.01.1995 Reclassified from wagon ‘WBNX 30866 Q’ to ’ wagon ‘RBPX 30866 R’.

WBNX 30870

Details: wagon ‘WBNX 30870 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

13.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WBNX 30911

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘BRAKE PULL ROD’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘DOOR COMPLETE’.
16.01.1990 Repair ‘DOOR LOCK MECHANISM’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘RELAY VALVE’.
10.05.1995 Reclassified from wagon ‘WBNX 30911 H’ to ’ wagon ‘RBPX 30911 X’.

WBNX 30919

Details: wagon ‘WBNX 30919 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXBZ

WBNX 30920

25.10.1989 Repair ‘DOOR LOCK MECHANISM’.
11.10.1990 Repair ‘VEHICLE COMPLETE’.
01.12.1992 Repair ‘DOOR HINGES AND PINS’.
01.12.1992 Repair ‘DOOR OPENING MECHANISM’.
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Reclassified from wagon ‘WBNX 30920 G’ to ’ wagon ‘RBPX 30920 H’.

WBNX 30925

07.11.1994 Reclassified from wagon ‘WBNX 30925 F’ to ’ wagon ‘RBPX 30925 G’.

WBNX 30938

Details: wagon ‘WBNX 30938 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30938
BSG Code: WXBZ

Capacity of 51 tonnes

11.10.1989 Repair ‘VEHICLE RECLASSIFY’.
11.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30938 B’

WBNX 30976

Details: wagon ‘WBNX 30976 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXBZ

15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘DOOR COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
15.08.1990 Repair ‘VEHICLE COMPLETE’.
25.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.03.1992 Repair ‘COUPLER KNUCKLE’.
25.03.1992 Repair ‘EMPTY LOAD VALVE’.
25.03.1992 Repair ‘GRADE CONTROL VALVE’.
01.09.1994 Repair ‘VEHICLE COMPLETE’.

WBNX 30986

18.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1990 Repair ‘BRAKE LEVER’.
19.11.1990 Repair ‘COUPLER KNUCKLE’.
19.11.1990 Repair ‘DOOR COMPLETE’.
19.11.1990 Repair ‘DOOR OPENING MECHANISM’.
19.11.1990 Repair ‘EMPTY LOAD VALVE’.
19.11.1990 Repair ‘GRADE CONTROL VALVE’.
19.11.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.05.1995 Reclassified from wagon ‘WBNX 30986 Q’ to ’ wagon ‘RBPX 30986 R’.

2.890 Wagon classification starting with ‘WBW’

WBWX 30861

22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30861 B’
06.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.05.1993 Repair ‘BRAKE PULL ROD’.
06.05.1993 Repair ‘STRIKING CASTING’.
06.05.1993 Repair ‘TRAIN PIPE’.
06.05.1993 Repair ‘VEHICLE COMPLETE’.
06.05.1993 Repair ‘YOKE CARRIER’.
06.12.1994 Reclassified from wagon ‘WBWX 30861 V’ to ’ wagon ‘RBAX 30861 T’.
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WBWX 30867

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30867 J’
15.03.1995 Reclassified from wagon ‘WBWX 30867 G’ to ’ wagon ‘RBAX 30867 E’.

WBWX 30869

03.10.1992 Repair ‘VEHICLE RECLASSIFY’.
03.10.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30869 E’
25.05.1995 Reclassified from wagon ‘WBWX 30869 B’ to ’ wagon ‘RBAX 30869 W’.

WBWX 30872

12.09.1992 Repair ‘VEHICLE RECLASSIFY’.
12.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30872 S’
14.04.1995 Reclassified from wagon ‘WBWX 30872 P’ to ’ wagon ‘RBAX 30872 N’.

WBWX 30880

03.07.1992 Repair ‘VEHICLE RECLASSIFY’.
03.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30880 X’
22.03.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Reclassified from wagon ‘WBWX 30880 F’ to ’ wagon ‘RBAX 30880 D’.

WBWX 30885

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30885 H’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Reclassified from wagon ‘WBWX 30885 E’ to ’ wagon ‘RBAX 30885 C’.

WBWX 30893

12.11.1992 Repair ‘VEHICLE RECLASSIFY’.
12.11.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30893 U’
16.01.1995 Reclassified from wagon ‘WBWX 30893 R’ to ’ wagon ‘RBAX 30893 P’.

WBWX 30894

12.08.1992 Repair ‘VEHICLE RECLASSIFY’.
12.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30894 G’
24.11.1994 Reclassified from wagon ‘WBWX 30894 D’ to ’ wagon ‘RBAX 30894 B’.
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WBWX 30899

19.04.1992 Repair ‘VEHICLE RECLASSIFY’.
19.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30899 F’

WBWX 30902

12.09.1992 Repair ‘VEHICLE RECLASSIFY’.
12.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30902 P’
23.05.1994 Reclassified from wagon ‘WBWX 30902 M’ to ’ wagon ‘RBAX 30902 K’.

WBWX 30903

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30903 B’
16.04.1995 Reclassified from wagon ‘WBWX 30903 V’ to ’ wagon ‘RBAX 30903 T’.

WBWX 30905

22.12.1992 Repair ‘VEHICLE RECLASSIFY’.
22.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30905 T’
16.01.1995 Reclassified from wagon ‘WBWX 30905 Q’ to ’ wagon ‘RBAX 30905 Y’.

WBWX 30907

13.07.1992 Repair ‘VEHICLE RECLASSIFY’.
13.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30907 Y’
23.11.1994 Reclassified from wagon ‘WBWX 30907 L’ to ’ wagon ‘RBAX 30907 J’.

WBWX 30915

22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30915 E’
14.10.1994 Reclassified from wagon ‘WBWX 30915 B’ to ’ wagon ‘RBAX 30915 W’.

WBWX 30916

07.05.1992 Repair ‘VEHICLE RECLASSIFY’.
07.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30916 N’
29.08.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Reclassified from wagon ‘WBWX 30916 K’ to ’ wagon ‘RBAX 30916 X’.
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WBWX 30917

12.09.1992 Repair ‘VEHICLE RECLASSIFY’.
12.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30917 W’
26.06.1994 Repair ‘VEHICLE COMPLETE’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.
12.05.1995 Reclassified from wagon ‘WBWX 30917 T’ to ’ wagon ‘RBAX 30917 R’.

WBWX 30923

19.04.1992 Repair ‘VEHICLE RECLASSIFY’.
19.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30923 R’
18.11.1994 Reclassified from wagon ‘WBWX 30923 Y’ to ’ wagon ‘RBAX 30923 M’.

WBWX 30927

29.07.1992 Repair ‘VEHICLE RECLASSIFY’.
29.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30927 H’
20.09.1994 Reclassified from wagon ‘WBWX 30927 E’ to ’ wagon ‘RBAX 30927 C’.

WBWX 30936

02.05.1992 Repair ‘VEHICLE RECLASSIFY’.
02.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30936 G’
29.11.1994 Reclassified from wagon ‘WBWX 30936 D’ to ’ wagon ‘RBAX 30936 B’.

WBWX 30945

Details: wagon ‘WBWX 30945 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX 30945 F
BSG Code: WXBZ

Capacity of 55 tonnes
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2.890. Wagon classification starting with ‘WBW’

24.05.1992 Repair ‘VEHICLE RECLASSIFY’.
24.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30945 F’

WBWX 30947

15.08.1992 Repair ‘VEHICLE RECLASSIFY’.
15.08.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30947 A’
06.12.1994 Reclassified from wagon ‘WBWX 30947 U’ to ’ wagon ‘RBAX 30947 S’.

WBWX 30951

Details: wagon ‘WBWX 30951 U’ in AN ‘Mainland Division’.

Owner: W RAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: X WBAX 30951 A
BSG Code: WXBZ

Capacity of 51 tonnes

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30951 A’

WBWX 30953

24.05.1992 Repair ‘VEHICLE RECLASSIFY’.
24.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30953 S’
16.04.1995 Reclassified from wagon ‘WBWX 30953 P’ to ’ wagon ‘RBAX 30953 N’.

WBWX 30954

26.09.1992 Repair ‘VEHICLE RECLASSIFY’.
26.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30954 E’
03.11.1994 Reclassified from wagon ‘WBWX 30954 B’ to ’ wagon ‘RBAX 30954 W’.
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WBWX 30955

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30955 N’
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WBWX 30957

19.04.1992 Repair ‘VEHICLE RECLASSIFY’.
19.04.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30957 X’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Reclassified from wagon ‘WBWX 30957 F’ to ’ wagon ‘RBAX 30957 D’.

WBWX 30958

15.04.1993 Repair ‘VEHICLE RECLASSIFY’.
15.04.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30958 R’
18.05.1995 Reclassified from wagon ‘WBWX 30958 Y’ to ’ wagon ‘RBAX 30958 M’.

WBWX 30960

01.09.1992 Repair ‘VEHICLE RECLASSIFY’.
01.09.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30960 W’
02.11.1994 Reclassified from wagon ‘WBWX 30960 T’ to ’ wagon ‘RBAX 30960 R’.

WBWX 30963

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30963 D’
22.11.1994 Reclassified from wagon ‘WBWX 30963 A’ to ’ wagon ‘RBAX 30963 V’.

WBWX 30966

Details: wagon ‘WBWX 30966 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
Remarks: EX WBAX 30966 H
BSG Code: WXBZ

Capacity of 55 tonnes

24.05.1992 Repair ‘VEHICLE RECLASSIFY’.
24.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30966 H’

WBWX 30974

01.07.1992 Repair ‘VEHICLE RECLASSIFY’.
01.07.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30974 U’
07.11.1994 Reclassified from wagon ‘WBWX 30974 R’ to ’ wagon ‘RBAX 30974 P’.

WBWX 30980

06.06.1992 Repair ‘VEHICLE RECLASSIFY’.
06.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30980 P’
20.11.1994 Reclassified from wagon ‘WBWX 30980 M’ to ’ wagon ‘RBAX 30980 K’.

WBWX 30990

11.12.1992 Repair ‘VEHICLE RECLASSIFY’.
11.12.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30990 A’
02.11.1994 Reclassified from wagon ‘WBWX 30990 U’ to ’ wagon ‘RBAX 30990 S’.

WBWX 30994

Details: wagon ‘WBWX 30994 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: WBAX30994N
BSG Code: WXBZ

Capacity of 55 tonnes

22319



2. TIMS GROUP INFORMATION - WAGONS

22.05.1992 Repair ‘VEHICLE RECLASSIFY’.
22.05.1992 Repair ‘VEHICLE STENCILS’.
22.05.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30994 N’

WBWX 30995

12.06.1992 Repair ‘VEHICLE RECLASSIFY’.
12.06.1992 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30995 W’
28.11.1994 Reclassified from wagon ‘WBWX 30995 T’ to ’ wagon ‘RBAX 30995 R’.

2.891 Wagon classification starting with ‘WFA’

WFA 31021

23.05.1988 Reclassified from wagon ‘WFA 31021 P’ to ’ wagon ‘WQCY 31021 F’.

WFA 31022

07.12.1987 Reclassified from wagon ‘WFA 31022 B’ to ’ wagon ‘WQCY 31022 Y’.

WFA 31024

04.08.1987 Reclassified from wagon ‘WFA 31024 T’ to ’ wagon ‘WFAP 31024 Y’.

WFA 31027

14.10.1987 Reclassified from wagon ‘WFA 31027 A’ to ’ wagon ‘WQCY 31027 N’.

WFA 31032

03.07.1987 Reclassified from wagon ‘WFA 31032 J’ to ’ wagon ‘WFAP 31032 E’.

WFA 31041

03.07.1987 Reclassified from wagon ‘WFA 31041 X’ to ’ wagon ‘WFAP 31041 D’.

WFA 31043

03.07.1987 Reclassified from wagon ‘WFA 31043 D’ to ’ wagon ‘WFAP 31043 V’.

WFA 31044

03.07.1987 Reclassified from wagon ‘WFA 31044 M’ to ’ wagon ‘WFAP 31044 H’.

WFA 31046

17.08.1987 Reclassified from wagon ‘WFA 31046 H’ to ’ wagon ‘WQCY 31046 U’.
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WFA 31047

23.05.1988 Reclassified from wagon ‘WFA 31047 Q’ to ’ wagon ‘WQCY 31047 G’.

WFA 31050

17.08.1987 Reclassified from wagon ‘WFA 31050 H’ to ’ wagon ‘WQCY 31050 U’.

WFA 31051

03.07.1987 Reclassified from wagon ‘WFA 31051 Q’ to ’ wagon ‘WFAP 31051 L’.

WFA 31052

04.08.1987 Reclassified from wagon ‘WFA 31052 C’ to ’ wagon ‘WFAP 31052 U’.

WFAP 31024

Details: wagon ‘WFAP 31024 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WFA 31024
BSG Code: WSMM

WFAP 31032

04.03.1995 Reclassified from wagon ‘WFAP 31032 E’ to ’ wagon ‘WQA 31032 X’.

WFAP 31041

Details: wagon ‘WFAP 31041 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WFA 31041
BSG Code: WXMM

WFAP 31043

Details: wagon ‘WFAP 31043 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WFA 31043
BSG Code: WXMM

WFAP 31044

Details: wagon ‘WFAP 31044 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WFA 31044
BSG Code: WXMM

WFAP 31051

Details: wagon ‘WFAP 31051 L’ in AN ‘Mainland Division’.

Owner: WEESTRAIL
Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WFA 31051
BSG Code: WXMM

WFAP 31052

Details: wagon ‘WFAP 31052 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: MOTOR VEHICLES
Remarks: EX WFA 31052
BSG Code: WSMM

2.892 Wagon classification starting with ‘WFB’

WFBY 30008

Details: wagon ‘WFBY 30008 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30008 U
BSG Code: WSFZ
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Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30008 U’
09.03.1991 Repair ‘HITCH SCREW MECHANISM’.

WFBY 30009

Details: wagon ‘WFBY 30009 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30009 G
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30009 G’

WFBY 30043

Details: wagon ‘WFBY 30043 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30043 H
BSG Code: WSFZ
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Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30043 H’

WFBY 30044

Details: wagon ‘WFBY 30044 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30044 Q
BSG Code: WSFZ

Capacity of 69 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30044 Q’

WFBY 30046

Details: wagon ‘WFBY 30046 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF30046 L
BSG Code: WSFZ

Capacity of 68.2 tonnes
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09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30046 L’

WFBY 30048

Details: wagon ‘WFBY 30048 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30048 N
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDY 30048 N’

WFBY 30080

Details: wagon ‘WFBY 30080 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30080 M
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
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09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘WFDF 30080 M’

WFBY 30081

Details: wagon ‘WFBY 30081 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30081 V
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30081 V’

WFBY 30083

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30083 Q’

WFBY 30085

Details: wagon ‘WFBY 30085 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30085 L

22327



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: WSFZ

Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30085 L’

WFBY 30093

Details: wagon ‘WFBY 30093 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: E104
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SEMITRAILERS
Remarks: PIGGY BACK FLAT TOP PNEUMATIC TRAILER HT
BSG Code: WSFV

Capacity of 68.2 tonnes

WFBY 30103

Details: wagon ‘WFBY 30103 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30103 F
BSG Code: WSFZ

Capacity of 48 tonnes
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09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30103 F’

WFBY 30114

Details: wagon ‘WFBY 30114 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDF 30114 W
BSG Code: WSFZ

Capacity of 68.2 tonnes

09.08.1990 Repair ‘VEHICLE RECLASSIFY’.
09.08.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDF 30114 W’

2.893 Wagon classification starting with ‘WFD’

WFDF 30001

Details: wagon ‘WFDF 30001 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30001
BSG Code: WSFZ

Capacity of 69 tonnes
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16.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.03.1991 Repair ‘HANDRAILS END’.

WFDF 30004

29.09.1994 Reclassified from wagon ‘WFDF 30004 H’ to ’ wagon ‘RFDF 30004 C’.

WFDF 30005

Details: wagon ‘WFDF 30005 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30005 A
BSG Code: WSFZ

Capacity of 54 tonnes

26.03.1993 Repair ‘VEHICLE RECLASSIFY’.
26.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDY 30005 A’
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30006

Details: wagon ‘WFDF 30006 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
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BSG Code: WSFZ

Capacity of 68.2 tonnes

28.08.1989 Repair ‘HANDRAILS END’.
10.07.1991 Repair ‘HANDRAILS’.
10.07.1991 Repair ‘STEP’.
10.07.1991 Repair ‘TRAIN PIPE (END)’.
10.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30008

09.08.1990 Reclassified from wagon ‘WFDF 30008 U’ to ’ wagon ‘WFBY 30008 V’.

WFDF 30009

09.08.1990 Reclassified from wagon ‘WFDF 30009 G’ to ’ wagon ‘WFBY 30009 H’.

WFDF 30010

26.10.1994 Reclassified from wagon ‘WFDF 30010 C’ to ’ wagon ‘RFDF 30010 U’.

WFDF 30011

Details: wagon ‘WFDF 30011 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
27.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.04.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
27.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
27.04.1990 Repair ‘EMPTY LOAD VALVE’.
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27.04.1990 Repair ‘VEHICLE COMPLETE’.
21.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.09.1990 Repair ‘COUPLER KNUCKLE’.
21.09.1990 Repair ‘EMPTY LOAD VALVE’.
21.09.1990 Repair ‘WHEEL SET’.
22.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1992 Repair ‘BRAKE PULL ROD’.
22.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
19.07.1995 Repair ‘VEHICLE COMPLETE’.

WFDF 30012

29.09.1994 Reclassified from wagon ‘WFDF 30012 U’ to ’ wagon ‘RFDF 30012 P’.

WFDF 30013

Details: wagon ‘WFDF 30013 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

27.11.1989 Repair ‘HANDRAILS END’.
24.07.1990 Repair ‘STEP’.
23.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30014

Details: wagon ‘WFDF 30014 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL

22332



2.893. Wagon classification starting with ‘WFD’

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
19.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘WHEEL SET’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30015

Details: wagon ‘WFDF 30015 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30015 X
BSG Code: WSFZ

Capacity of 68.2 tonnes

28.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.04.1992 Repair ‘BOGIE COMPLETE’.
28.04.1992 Repair ‘HANDRAILS END’.
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WFDF 30016

15.05.1994 Reclassified from wagon ‘WFDF 30016 K’ to ’ wagon ‘RFDF 30016 F’.

WFDF 30017

29.09.1994 Reclassified from wagon ‘WFDF 30017 T’ to ’ wagon ‘RFDF 30017 Y’.

WFDF 30020

Details: wagon ‘WFDF 30020 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30020
BSG Code: WSFZ

Capacity of 69 tonnes

16.09.1989 Repair ‘BRAKE LEVER’.
18.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
18.09.1989 Repair ‘COUPLER KNUCKLE’.
18.09.1989 Repair ‘EMPTY LOAD VALVE’.
18.09.1989 Repair ‘VEHICLE COMPLETE’.
18.09.1989 Repair ‘WHEEL SET’.
06.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.11.1990 Repair ‘BRAKE LEVER’.
06.11.1990 Repair ‘BRAKE PIN’.
06.11.1990 Repair ‘COUPLER KNUCKLE’.
06.11.1990 Repair ‘EMPTY LOAD VALVE’.
06.11.1990 Repair ‘GRADE CONTROL VALVE’.

WFDF 30021

Details: wagon ‘WFDF 30021 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30021D
BSG Code: WSFZ

Capacity of 48 tonnes

WFDF 30022

27.07.1994 Reclassified from wagon ‘WFDF 30022 F’ to ’ wagon ‘RFDF 30022 A’.

WFDF 30023

29.09.1994 Reclassified from wagon ‘WFDF 30023 Y’ to ’ wagon ‘RFDF 30023 J’.

WFDF 30024

Details: wagon ‘WFDF 30024 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: F104
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30024 H
BSG Code: WSFZ

Capacity of 68.2 tonnes

19.05.1990 Repair ‘VEHICLE COMPLETE’.

WFDF 30025

Details: wagon ‘WFDF 30025 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1990 Repair ‘BRAKE BLOCK RB95’.
02.01.1990 Repair ‘COUPLER KNUCKLE’.
02.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1992 Repair ‘END BRAKE COCK’.
08.05.1992 Repair ‘END HOSE’.
08.05.1992 Repair ‘TRAIN PIPE (END)’.
25.03.1993 Repair ‘HANDRAILS END’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
14.08.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30026

03.06.1995 Reclassified from wagon ‘WFDF 30026 S’ to ’ wagon ‘RFDF 30026 N’.

WFDF 30028

Details: wagon ‘WFDF 30028 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30028 U
BSG Code: WSFZ
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Capacity of 68.2 tonnes

WFDF 30029

Details: wagon ‘WFDF 30029 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

WFDF 30031

06.04.1995 Reclassified from wagon ‘WFDF 30031 E’ to ’ wagon ‘RFDF 30031 W’.

WFDF 30033

20.10.1988 Reclassified from wagon ‘WFDF 30033 W’ to ’ wagon ‘WFDY 30033 G’.
29.07.1994 Reclassified from wagon ‘WFDF 30033 W’ to ’ wagon ‘RFDF 30033 R’.

WFDF 30034

27.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
18.04.1995 Reclassified from wagon ‘WFDF 30034 X’ to ’ wagon ‘RFDF 30034 D’.

WFDF 30035

28.02.1995 Reclassified from wagon ‘WFDF 30035 R’ to ’ wagon ‘RFDF 30035 M’.

WFDF 30036

Details: wagon ‘WFDF 30036 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30036 K
BSG Code: WSFZ

Capacity of 68.2 tonnes

08.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30037

Details: wagon ‘WFDF 30037 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

18.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
18.05.1990 Repair ‘HANDBRAKE HANDLE’.
18.05.1990 Repair ‘HANDRAILS END’.
18.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.05.1990 Repair ‘SIDE STEP’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘HANDBRAKE HANDLE’.
17.07.1990 Repair ‘STEP’.
02.12.1990 Repair ‘STEP’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.
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WFDF 30038

29.09.1994 Reclassified from wagon ‘WFDF 30038 V’ to ’ wagon ‘RFDF 30038 Q’.

WFDF 30039

Details: wagon ‘WFDF 30039 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

24.09.1990 Repair ‘HANDRAILS END’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
20.07.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30040

Details: wagon ‘WFDF 30040 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.09.1991 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘BRAKE PULL ROD’.
05.09.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1991 Repair ‘WHEEL SET’.

WFDF 30041

04.08.1994 Reclassified from wagon ‘WFDF 30041 M’ to ’ wagon ‘RFDF 30041 H’.

WFDF 30042

28.05.1994 Reclassified from wagon ‘WFDF 30042 V’ to ’ wagon ‘RFDF 30042 Q’.

WFDF 30043

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘COUPLER KNUCKLE’.
14.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.08.1990 Reclassified from wagon ‘WFDF 30043 H’ to ’ wagon ‘WFBY 30043 X’.

WFDF 30044

09.08.1990 Reclassified from wagon ‘WFDF 30044 Q’ to ’ wagon ‘WFBY 30044 R’.

WFDF 30045

26.10.1994 Reclassified from wagon ‘WFDF 30045 C’ to ’ wagon ‘RFDF 30045 U’.

WFDF 30046

09.08.1990 Reclassified from wagon ‘WFDF 30046 L’ to ’ wagon ‘WFBY 30046 M’.

WFDF 30047

Details: wagon ‘WFDF 30047 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ
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Capacity of 68.2 tonnes

WFDF 30049

Details: wagon ‘WFDF 30049 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30049 W
BSG Code: WSFZ

Capacity of 48 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

20.07.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30050

Details: wagon ‘WFDF 30050 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 69 tonnes

22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
22.06.1990 Repair ‘COUPLER KNUCKLE’.
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22.06.1990 Repair ‘HANDBRAKE HANDLE’.
08.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.05.1991 Repair ‘BRAKE CONTROL PIPE’.
08.05.1991 Repair ‘BRAKE PULL ROD’.
08.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
08.05.1991 Repair ‘BRANCH PIPE’.
08.05.1991 Repair ‘COUPLER KNUCKLE’.
08.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
02.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1995 Repair ‘VEHICLE COMPLETE’.

WFDF 30051

Details: wagon ‘WFDF 30051 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘HANDRAILS END’.
21.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.11.1989 Repair ‘COUPLER KNUCKLE’.
21.11.1989 Repair ‘EMPTY LOAD VALVE’.
21.11.1989 Repair ‘HANDBRAKE HANDLE’.
07.10.1993 Repair ‘HANDRAILS END’.
07.10.1993 Repair ‘STEP’.
07.10.1993 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
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WFDF 30052

28.05.1994 Reclassified from wagon ‘WFDF 30052 G’ to ’ wagon ‘RFDF 30052 B’.

WFDF 30053

Details: wagon ‘WFDF 30053 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30053 W
BSG Code: WSFZ

Capacity of 68.2 tonnes

23.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1990 Repair ‘BOGIE COMPLETE’.
23.01.1990 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘COUPLER KNUCKLE’.
23.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
23.01.1990 Repair ‘STEP’.
16.03.1990 Repair ‘HANDRAILS END’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30054

13.01.1995 Reclassified from wagon ‘WFDF 30054 B’ to ’ wagon ‘RFDF 30054 T’.

WFDF 30055

21.09.1994 Reclassified from wagon ‘WFDF 30055 K’ to ’ wagon ‘RFDF 30055 F’.

WFDF 30056

Details: wagon ‘WFDF 30056 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
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Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

30.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1990 Repair ‘BOGIE COMPLETE’.
30.07.1990 Repair ‘BRAKE BLOCK RB95’.
30.07.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Repair ‘WHEEL SET’.
06.06.1993 Repair ‘HANDBRAKE HANDLE’.
06.06.1993 Repair ‘HANDRAILS’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30057

28.05.1994 Reclassified from wagon ‘WFDF 30057 F’ to ’ wagon ‘RFDF 30057 A’.

WFDF 30058

Details: wagon ‘WFDF 30058 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.
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WFDF 30059

Details: wagon ‘WFDF 30059 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

03.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘STEP’.
29.03.1990 Repair ‘HANDBRAKE HANDLE’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
08.04.1991 Repair ‘STEP’.
15.02.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30060

Details: wagon ‘WFDF 30060 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 48 tonnes
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11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

14.08.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30061

Details: wagon ‘WFDF 30061 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

WFDF 30062

13.04.1995 Reclassified from wagon ‘WFDF 30062 Y’ to ’ wagon ‘RFDF 30062 J’.

WFDF 30064

29.09.1994 Reclassified from wagon ‘WFDF 30064 J’ to ’ wagon ‘RFDF 30064 E’.

WFDF 30065

26.10.1994 Reclassified from wagon ‘WFDF 30065 S’ to ’ wagon ‘RFDF 30065 N’.

WFDF 30066

28.05.1994 Reclassified from wagon ‘WFDF 30066 E’ to ’ wagon ‘RFDF 30066 W’.

WFDF 30067

13.04.1995 Reclassified from wagon ‘WFDF 30067 N’ to ’ wagon ‘RFDF 30067 X’.

WFDF 30069

Details: wagon ‘WFDF 30069 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30069 P
BSG Code: WSFZ

Capacity of 68.2 tonnes

WFDF 30070

Details: wagon ‘WFDF 30070 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

24.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1990 Repair ‘BRAKE PIN’.
24.02.1990 Repair ‘BRAKE PULL ROD’.
17.07.1990 Repair ‘BRAKE LEVER’.
23.09.1991 Repair ‘STEP’.

WFDF 30071

Details: wagon ‘WFDF 30071 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

WFDF 30072

29.09.1994 Reclassified from wagon ‘WFDF 30072 W’ to ’ wagon ‘RFDF 30072 R’.

WFDF 30073

28.05.1994 Reclassified from wagon ‘WFDF 30073 X’ to ’ wagon ‘RFDF 30073 D’.

WFDF 30074

26.10.1994 Reclassified from wagon ‘WFDF 30074 R’ to ’ wagon ‘RFDF 30074 M’.

WFDF 30076

Details: wagon ‘WFDF 30076 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30076 T
BSG Code: WSFZ

Capacity of 68.2 tonnes
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WFDF 30077

Details: wagon ‘WFDF 30077 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

WFDF 30078

02.08.1994 Reclassified from wagon ‘WFDF 30078 H’ to ’ wagon ‘RFDF 30078 C’.

WFDF 30079

29.09.1994 Reclassified from wagon ‘WFDF 30079 Q’ to ’ wagon ‘RFDF 30079 L’.

WFDF 30080

09.08.1990 Reclassified from wagon ‘WFDF 30080 M’ to ’ wagon ‘WFBY 30080 N’.

WFDF 30081

09.08.1990 Reclassified from wagon ‘WFDF 30081 V’ to ’ wagon ‘WFBY 30081 W’.

WFDF 30082

29.09.1994 Reclassified from wagon ‘WFDF 30082 H’ to ’ wagon ‘RFDF 30082 C’.

WFDF 30083

09.08.1990 Reclassified from wagon ‘WFDF 30083 Q’ to ’ wagon ‘WFBY 30083 R’.
15.03.1995 Reclassified from wagon ‘WFDF 30083 Q’ to ’ wagon ‘RFDF 30083 L’.
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WFDF 30084

Details: wagon ‘WFDF 30084 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

WFDF 30085

09.08.1990 Reclassified from wagon ‘WFDF 30085 L’ to ’ wagon ‘WFBY 30085 M’.

WFDF 30086

Details: wagon ‘WFDF 30086 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30086
BSG Code: WSFZ

Capacity of 69 tonnes

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COUPLER TRIGGER LEVER’.
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20.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘HANDBRAKE HANDLE’.
17.07.1990 Repair ‘HANDRAILS’.
26.09.1991 Repair ‘HANDRAILS END’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
06.10.1995 Repair ‘VEHICLE COMPLETE’.

WFDF 30087

28.05.1994 Reclassified from wagon ‘WFDF 30087 G’ to ’ wagon ‘RFDF 30087 B’.

WFDF 30088

07.11.1994 Reclassified from wagon ‘WFDF 30088 P’ to ’ wagon ‘RFDF 30088 K’.

WFDF 30089

17.06.1994 Reclassified from wagon ‘WFDF 30089 B’ to ’ wagon ‘RFDF 30089 T’.

WFDF 30090

26.10.1994 Reclassified from wagon ‘WFDF 30090 U’ to ’ wagon ‘RFDF 30090 P’.

WFDF 30092

Details: wagon ‘WFDF 30092 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30092
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.
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WFDF 30093

Details: wagon ‘WFDF 30093 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30093 X
BSG Code: WSFZ

Capacity of 68.2 tonnes

WFDF 30094

26.10.1994 Reclassified from wagon ‘WFDF 30094 K’ to ’ wagon ‘RFDF 30094 F’.

WFDF 30095

07.11.1994 Reclassified from wagon ‘WFDF 30095 T’ to ’ wagon ‘RFDF 30095 Y’.

WFDF 30096

Details: wagon ‘WFDF 30096 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.01.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
16.01.1990 Repair ‘TRAIN PIPE (END)’.
27.03.1991 Repair ‘STEP’.
24.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30097

29.09.1994 Reclassified from wagon ‘WFDF 30097 Y’ to ’ wagon ‘RFDF 30097 J’.

WFDF 30098

Details: wagon ‘WFDF 30098 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30098H
BSG Code: WSFZ

Capacity of 68.2 tonnes

21.07.1989 Repair ‘VEHICLE RECLASSIFY’.
21.07.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WFDY 30098 H’
03.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.08.1990 Repair ‘EMPTY LOAD VALVE’.
03.08.1990 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30099

Details: wagon ‘WFDF 30099 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

18.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
18.06.1991 Repair ‘COUPLER KNUCKLE’.
18.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30100

17.06.1994 Reclassified from wagon ‘WFDF 30100 B’ to ’ wagon ‘RFDF 30100 T’.

WFDF 30101

Details: wagon ‘WFDF 30101 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.
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WFDF 30102

Details: wagon ‘WFDF 30102 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY 30102 D
BSG Code: WSFZ

Capacity of 68.2 tonnes

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE WEAR PLATES’.
28.07.1989 Repair ‘END FRAME MEMBER’.
03.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
03.10.1989 Repair ‘HANDRAILS’.
03.10.1989 Repair ‘VEHICLE COMPLETE’.
27.02.1991 Repair ‘HANDBRAKE HANDLE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30103

09.08.1990 Reclassified from wagon ‘WFDF 30103 F’ to ’ wagon ‘WFBY 30103 G’.

WFDF 30104

14.10.1994 Reclassified from wagon ‘WFDF 30104 Y’ to ’ wagon ‘RFDF 30104 J’.

WFDF 30105

Details: wagon ‘WFDF 30105 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

29.09.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30106

Details: wagon ‘WFDF 30106 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.
New class: ‘RFDF’.

WFDF 30107

Details: wagon ‘WFDF 30107 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
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Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘STEP’.
07.11.1989 Repair ‘YOKE CARRIER’.
15.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.04.1991 Repair ‘TRAIN PIPE’.
17.03.1994 Repair ‘STEP’.
17.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.

WFDF 30109

Details: wagon ‘WFDF 30109 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

WFDF 30110

Details: wagon ‘WFDF 30110 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘YOKE CARRIER’.
29.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.11.1989 Repair ‘STEP’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

WFDF 30111

28.05.1994 Reclassified from wagon ‘WFDF 30111 S’ to ’ wagon ‘RFDF 30111 N’.

WFDF 30112

Details: wagon ‘WFDF 30112 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.10.1993 Repair ‘HANDRAILS’.
06.10.1993 Repair ‘HANDRAILS END’.
06.10.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
06.10.1993 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WFDF’ FLAT WAGONS TO ‘RFDF‘. (NRC040)’.

New class: ‘RFDF’.
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WFDF 30114

09.08.1990 Reclassified from wagon ‘WFDF 30114 W’ to ’ wagon ‘WFBY 30114 A’.

WFDF 30116

Details: wagon ‘WFDF 30116 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFDY;STORED 02.03.95
BSG Code: WSFZ

Capacity of 68.2 tonnes

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.12.1989 Repair ‘HANDRAILS END’.
19.12.1989 Repair ‘STEP’.

WFDF 30117

29.09.1994 Reclassified from wagon ‘WFDF 30117 D’ to ’ wagon ‘RFDF 30117 V’.

WFDF 30118

Details: wagon ‘WFDF 30118 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

Capacity of 68.2 tonnes
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WFDY 30001

23.06.1988 Reclassified from wagon ‘WFDY 30001 K’ to ’ wagon ‘WFDF 30001 D’.

WFDY 30003

Details: wagon ‘WFDY 30003 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

WFDY 30005

16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘BRAKE PULL ROD’.
16.06.1992 Repair ‘TRAIN PIPE’.
01.08.1992 Repair ‘HANDRAILS’.
26.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1992 Repair ‘AXLEBOX’.
26.03.1993 Reclassified from wagon ‘WFDY 30005 A’ to ’ wagon ‘WFDF 30005 Q’.

WFDY 30006

23.11.1988 Reclassified from wagon ‘WFDY 30006 J’ to ’ wagon ‘WFDF 30006 C’.

WFDY 30008

23.11.1988 Reclassified from wagon ‘WFDY 30008 E’ to ’ wagon ‘WFDF 30008 U’.

WFDY 30009

21.09.1988 Reclassified from wagon ‘WFDY 30009 N’ to ’ wagon ‘WFDF 30009 G’.

WFDY 30011

21.09.1988 Reclassified from wagon ‘WFDY 30011 S’ to ’ wagon ‘WFDF 30011 L’.

WFDY 30013

08.09.1988 Reclassified from wagon ‘WFDY 30013 N’ to ’ wagon ‘WFDF 30013 G’.
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WFDY 30014

08.05.1989 Reclassified from wagon ‘WFDY 30014 W’ to ’ wagon ‘WFDF 30014 P’.

WFDY 30015

07.04.1989 Reclassified from wagon ‘WFDY 30015 X’ to ’ wagon ‘WFDF 30015 B’.

WFDY 30018

Details: wagon ‘WFDY 30018 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

07.08.1989 Repair ‘HANDRAILS END’.
29.09.1994 Repair ‘VEHICLE COMPLETE’.

WFDY 30020

23.06.1988 Reclassified from wagon ‘WFDY 30020 R’ to ’ wagon ‘WFDF 30020 K’.

WFDY 30021

29.06.1989 Reclassified from wagon ‘WFDY 30021 D’ to ’ wagon ‘WFDF 30021 T’.

WFDY 30024

29.07.1988 Reclassified from wagon ‘WFDY 30024 H’ to ’ wagon ‘WFDF 30024 A’.

WFDY 30025

05.05.1989 Reclassified from wagon ‘WFDY 30025 Q’ to ’ wagon ‘WFDF 30025 J’.

WFDY 30028

03.11.1988 Reclassified from wagon ‘WFDY 30028 U’ to ’ wagon ‘WFDF 30028 N’.

WFDY 30029

27.04.1989 Reclassified from wagon ‘WFDY 30029 G’ to ’ wagon ‘WFDF 30029 W’.
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WFDY 30030

Details: wagon ‘WFDY 30030 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

WFDY 30032

Details: wagon ‘WFDY 30032 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

WFDY 30034

17.01.1989 Reclassified from wagon ‘WFDY 30034 P’ to ’ wagon ‘WFDF 30034 X’.

WFDY 30036

16.09.1988 Reclassified from wagon ‘WFDY 30036 K’ to ’ wagon ‘WFDF 30036 D’.

WFDY 30037

26.08.1988 Reclassified from wagon ‘WFDY 30037 T’ to ’ wagon ‘WFDF 30037 M’.

WFDY 30039

07.04.1989 Reclassified from wagon ‘WFDY 30039 Y’ to ’ wagon ‘WFDF 30039 H’.

WFDY 30040

01.08.1988 Reclassified from wagon ‘WFDY 30040 K’ to ’ wagon ‘WFDF 30040 D’.
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WFDY 30043

22.06.1988 Reclassified from wagon ‘WFDY 30043 Y’ to ’ wagon ‘WFDF 30043 H’.

WFDY 30044

23.06.1988 Reclassified from wagon ‘WFDY 30044 A’ to ’ wagon ‘WFDF 30044 Q’.

WFDY 30046

19.12.1988 Reclassified from wagon ‘WFDY 30046 S’ to ’ wagon ‘WFDF 30046 L’.

WFDY 30047

28.04.1989 Reclassified from wagon ‘WFDY 30047 E’ to ’ wagon ‘WFDF 30047 U’.

WFDY 30048

09.08.1990 Reclassified from wagon ‘WFDY 30048 N’ to ’ wagon ‘WFBY 30048 H’.

WFDY 30049

05.07.1988 Reclassified from wagon ‘WFDY 30049 W’ to ’ wagon ‘WFDF 30049 P’.

WFDY 30050

23.06.1988 Reclassified from wagon ‘WFDY 30050 S’ to ’ wagon ‘WFDF 30050 L’.

WFDY 30051

27.02.1989 Reclassified from wagon ‘WFDY 30051 E’ to ’ wagon ‘WFDF 30051 U’.

WFDY 30053

01.02.1989 Reclassified from wagon ‘WFDY 30053 W’ to ’ wagon ‘WFDF 30053 P’.

WFDY 30056

24.01.1989 Reclassified from wagon ‘WFDY 30056 D’ to ’ wagon ‘WFDF 30056 T’.

WFDY 30058

07.04.1989 Reclassified from wagon ‘WFDY 30058 V’ to ’ wagon ‘WFDF 30058 Y’.

WFDY 30059

31.05.1989 Reclassified from wagon ‘WFDY 30059 H’ to ’ wagon ‘WFDF 30059 A’.

WFDY 30060

25.07.1988 Reclassified from wagon ‘WFDY 30060 D’ to ’ wagon ‘WFDF 30060 T’.
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WFDY 30061

22.01.1989 Reclassified from wagon ‘WFDY 30061 M’ to ’ wagon ‘WFDF 30061 F’.

WFDY 30063

07.03.1989 Reclassified from wagon ‘WFDY 30063 H’ to ’ wagon ‘WSN 30063 J’.

WFDY 30064

10.10.1989 Repair ‘BRAKE BLOCK RB95’.

WFDY 30069

29.08.1988 Reclassified from wagon ‘WFDY 30069 P’ to ’ wagon ‘WFDF 30069 X’.

WFDY 30070

02.02.1989 Reclassified from wagon ‘WFDY 30070 L’ to ’ wagon ‘WFDF 30070 E’.

WFDY 30071

18.08.1988 Reclassified from wagon ‘WFDY 30071 U’ to ’ wagon ‘WFDF 30071 N’.

WFDY 30076

14.04.1989 Reclassified from wagon ‘WFDY 30076 T’ to ’ wagon ‘WFDF 30076 M’.

WFDY 30077

16.12.1988 Reclassified from wagon ‘WFDY 30077 F’ to ’ wagon ‘WFDF 30077 V’.

WFDY 30080

12.09.1988 Reclassified from wagon ‘WFDY 30080 T’ to ’ wagon ‘WFDF 30080 M’.

WFDY 30081

22.08.1988 Reclassified from wagon ‘WFDY 30081 F’ to ’ wagon ‘WFDF 30081 V’.

WFDY 30084

07.04.1989 Reclassified from wagon ‘WFDY 30084 J’ to ’ wagon ‘WFDF 30084 C’.

WFDY 30085

23.01.1989 Reclassified from wagon ‘WFDY 30085 S’ to ’ wagon ‘WFDF 30085 L’.

WFDY 30086

23.06.1988 Reclassified from wagon ‘WFDY 30086 E’ to ’ wagon ‘WFDF 30086 U’.
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WFDY 30092

30.11.1988 Reclassified from wagon ‘WFDY 30092 W’ to ’ wagon ‘WFDF 30092 P’.

WFDY 30093

01.11.1988 Reclassified from wagon ‘WFDY 30093 X’ to ’ wagon ‘WFDF 30093 B’.

WFDY 30096

24.08.1988 Reclassified from wagon ‘WFDY 30096 M’ to ’ wagon ‘WFDF 30096 F’.

WFDY 30098

21.07.1989 Reclassified from wagon ‘WFDY 30098 H’ to ’ wagon ‘WFDF 30098 A’.

WFDY 30099

11.10.1988 Reclassified from wagon ‘WFDY 30099 Q’ to ’ wagon ‘WFDF 30099 J’.

WFDY 30101

13.12.1988 Reclassified from wagon ‘WFDY 30101 R’ to ’ wagon ‘WFDF 30101 K’.

WFDY 30102

11.10.1988 Reclassified from wagon ‘WFDY 30102 D’ to ’ wagon ‘WFDF 30102 T’.

WFDY 30103

04.07.1988 Reclassified from wagon ‘WFDY 30103 M’ to ’ wagon ‘WFDF 30103 F’.

WFDY 30105

17.10.1988 Reclassified from wagon ‘WFDY 30105 H’ to ’ wagon ‘WFDF 30105 A’.

WFDY 30106

22.03.1989 Reclassified from wagon ‘WFDY 30106 Q’ to ’ wagon ‘WFDF 30106 J’.

WFDY 30107

23.01.1989 Reclassified from wagon ‘WFDY 30107 C’ to ’ wagon ‘WFDF 30107 S’.

WFDY 30109

28.09.1988 Reclassified from wagon ‘WFDY 30109 U’ to ’ wagon ‘WFDF 30109 N’.

WFDY 30110

06.06.1989 Reclassified from wagon ‘WFDY 30110 Q’ to ’ wagon ‘WFDF 30110 J’.
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WFDY 30112

07.04.1989 Reclassified from wagon ‘WFDY 30112 L’ to ’ wagon ‘WFDF 30112 E’.

WFDY 30114

20.09.1988 Reclassified from wagon ‘WFDY 30114 G’ to ’ wagon ‘WFDF 30114 W’.

WFDY 30116

07.10.1988 Reclassified from wagon ‘WFDY 30116 B’ to ’ wagon ‘WFDF 30116 R’.

WFDY 30118

17.01.1989 Reclassified from wagon ‘WFDY 30118 T’ to ’ wagon ‘WFDF 30118 M’.

2.894 Wagon classification starting with ‘WFE’

WFEX 33050

Details: wagon ‘WFEX 33050 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WFEX 33100

Details: wagon ‘WFEX 33100 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ
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2.895 Wagon classification starting with ‘WFS’

WFSY 30002

Details: wagon ‘WFSY 30002 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SLEEPERS
BSG Code: WSFT

Capacity of 68.1 tonnes

WFSY 30019

Details: wagon ‘WFSY 30019 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SLEEPERS
BSG Code: WSFT

Capacity of 68.1 tonnes

WFSY 30068

Details: wagon ‘WFSY 30068 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SLEEPERS
BSG Code: WSFT

Capacity of 68.1 tonnes

WFSY 30075

Details: wagon ‘WFSY 30075 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SLEEPERS
BSG Code: WSFT

Capacity of 68.1 tonnes

WFSY 30108

Details: wagon ‘WFSY 30108 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SLEEPERS
BSG Code: WSFT

Capacity of 68.1 tonnes
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2.896. Wagon classification starting with ‘WGG’

2.896 Wagon classification starting with ‘WGG’

WGG 33056

08.09.1988 Reclassified from wagon ‘WGG 33056 B’ to ’ wagon ‘WOAX 33056 D’.

WGG 33079

30.09.1987 Reclassified from wagon ‘WGG 33079 V’ to ’ wagon ‘WOSF 33079 F’.

WGG 33091

24.08.1988 Reclassified from wagon ‘WGG 33091 L’ to ’ wagon ‘WOAX 33091 N’.

WGG 33164

Details: wagon ‘WGG 33164 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSOZ

Capacity of 51.3 tonnes

WGG 33177

10.09.1987 Reclassified from wagon ‘WGG 33177 K’ to ’ wagon ‘WOSF 33177 R’.

2.897 Wagon classification starting with ‘WGL’

WGL 631

Details: wagon ‘WGL 631 K’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 632

Details: wagon ‘WGL 632 T’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 633

Details: wagon ‘WGL 633 F’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
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2.897. Wagon classification starting with ‘WGL’

BSG Code: WSOZ

Capacity of 68 tonnes

WGL 634

Details: wagon ‘WGL 634 Y’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 635

Details: wagon ‘WGL 635 A’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WGL 636

Details: wagon ‘WGL 636 J’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 637

Details: wagon ‘WGL 637 S’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 638

Details: wagon ‘WGL 638 E’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
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2.897. Wagon classification starting with ‘WGL’

Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 639

Details: wagon ‘WGL 639 N’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 640

Details: wagon ‘WGL 640 J’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 641

Details: wagon ‘WGL 641 S’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGL 642

Details: wagon ‘WGL 642 E’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes
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2.897. Wagon classification starting with ‘WGL’

WGL 643

Details: wagon ‘WGL 643 N’ in AN ‘Mainland Division’.

Owner: WESTMIN CO
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: G13
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68 tonnes

WGLA 30027

Details: wagon ‘WGLA 30027 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSOZ

Capacity of 68.2 tonnes

WGLA 30115

Details: wagon ‘WGLA 30115 Y’ in AN ‘Mainland Division’.

Owner: AGNEW MATT
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68.2 tonnes

WGLA 30119

Details: wagon ‘WGLA 30119 E’ in AN ‘Mainland Division’.

Owner: AGNEW MIN.
Operator: C
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: NICKEL MATTE
BSG Code: WSOZ

Capacity of 68.2 tonnes

2.898 Wagon classification starting with ‘WJD’

WJD 501

Details: wagon ‘WJD 501 H’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 19.3m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J5
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
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2.899. Wagon classification starting with ‘WJE’

BSG Code: WSTP

Capacity of 75.3 tonnes

Capacity of 91388 litres

WJD 502

Details: wagon ‘WJD 502 Q’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 19.3m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J5
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 75.3 tonnes

Capacity of 91388 litres

2.899 Wagon classification starting with ‘WJE’

WJE 506

Details: wagon ‘WJE 506 J’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 20.9m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J6
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 75.1 tonnes

Capacity of 98998 litres
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2. TIMS GROUP INFORMATION - WAGONS

2.900 Wagon classification starting with ‘WJF’

WJF 509

Details: wagon ‘WJF 509 Q’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 20m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 74.6 tonnes

Capacity of 98311 litres

2.901 Wagon classification starting with ‘WJG’

WJG 511

Details: wagon ‘WJG 511 B’ in AN ‘Mainland Division’.

Owner: BP PTY LTD
Operator: C
Length Over Headstocks: 20m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 74.8 tonnes

Capacity of 98650 litres

WJG 512

Details: wagon ‘WJG 512 K’ in AN ‘Mainland Division’.
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2.902. Wagon classification starting with ‘WJH’

Owner: BP PTY LTD
Operator: C
Length Over Headstocks: 20m
Tare Weight: 20.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 74.8 tonnes

Capacity of 98650 litres

2.902 Wagon classification starting with ‘WJH’

WJH 521

Details: wagon ‘WJH 521 M’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
Length Over Headstocks: 18.4m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J9
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 73.5 tonnes

Capacity of 92457 litres

WJH 522

Details: wagon ‘WJH 522 V’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
Length Over Headstocks: 18.4m
Tare Weight: 21.7tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J9
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 73.5 tonnes

Capacity of 92457 litres

2.903 Wagon classification starting with ‘WJJ’

WJJ 525

Details: wagon ‘WJJ 525 X’ in AN ‘Mainland Division’.

Owner: CALTEX OIL
Operator: C
Length Over Headstocks: 17.9m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J11
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 73.5 tonnes

Capacity of 93706 litres

WJJ 531

Details: wagon ‘WJJ 531 D’ in AN ‘Mainland Division’.

Owner: AMPOL LTD
Operator: C
Length Over Headstocks: 17.9m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2.904. Wagon classification starting with ‘WJK’

Diagram Book Page No.: J11
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 73.5 tonnes

Capacity of 93706 litres

2.904 Wagon classification starting with ‘WJK’

WJK 515

Details: wagon ‘WJK 515 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 20.2m
Tare Weight: 23.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 72.2 tonnes

Capacity of 95186 litres

WJK 516

Details: wagon ‘WJK 516 M’ in AN ‘Mainland Division’.

Owner: BP AUST
Operator: C
Length Over Headstocks: 20.2m
Tare Weight: 23.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 72.2 tonnes

Capacity of 95186 litres

WJK 541

Details: wagon ‘WJK 541 Y’ in AN ‘Mainland Division’.

Owner: GOLDEN FLE
Operator: C
Length Over Headstocks: 20.2m
Tare Weight: 23.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 72.2 tonnes

Capacity of 95186 litres

WJK 545

Details: wagon ‘WJK 545 E’ in AN ‘Mainland Division’.

Owner: ESSO LTD
Operator: C
Length Over Headstocks: 20.2m
Tare Weight: 23.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 72.2 tonnes

Capacity of 95186 litres

2.905 Wagon classification starting with ‘WJL’

WJL 561

Details: wagon ‘WJL 561 K’ in AN ‘Mainland Division’.
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2.906. Wagon classification starting with ‘WJM’

Owner: SHELL CO
Operator: C
Length Over Headstocks: 18.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J13
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: DISTILLATE
BSG Code: WSTP

Capacity of 74.9 tonnes

Capacity of 88235 litres

WJL 562

Details: wagon ‘WJL 562 T’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 18.4m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J13
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: DISTILLATE
BSG Code: WSTP

Capacity of 74.9 tonnes

Capacity of 88235 litres

2.906 Wagon classification starting with ‘WJM’

WJM 551

Details: wagon ‘WJM 551 F’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 19.7m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 74.5 tonnes

Capacity of 98202 litres

WJM 552

Details: wagon ‘WJM 552 Y’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 74.5 tonnes

Capacity of 98202 litres

WJM 553

Details: wagon ‘WJM 553 A’ in AN ‘Mainland Division’.

Owner: BP PTY LTD
Operator: C
Length Over Headstocks: 19.7m
Tare Weight: 20.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
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2.907. Wagon classification starting with ‘WJN’

BSG Code: WSTP

Capacity of 74.5 tonnes

Capacity of 98202 litres

2.907 Wagon classification starting with ‘WJN’

WJN 565

Details: wagon ‘WJN 565 G’ in AN ‘Mainland Division’.

Owner: SHELL CO.
Operator: C
Length Over Headstocks: 17.5m
Tare Weight: 20.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 75.1 tonnes

Capacity of 88530 litres

2.908 Wagon classification starting with ‘WJP’

WJP 571

Details: wagon ‘WJP 571 H’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 572

Details: wagon ‘WJP 572 Q’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 573

Details: wagon ‘WJP 573 C’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 574

Details: wagon ‘WJP 574 L’ in AN ‘Mainland Division’.
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2.908. Wagon classification starting with ‘WJP’

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 575

Details: wagon ‘WJP 575 U’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 576

Details: wagon ‘WJP 576 G’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 577

Details: wagon ‘WJP 577 P’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 578

Details: wagon ‘WJP 578 B’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres
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2.908. Wagon classification starting with ‘WJP’

WJP 579

Details: wagon ‘WJP 579 K’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 580

Details: wagon ‘WJP 580 G’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 583

Details: wagon ‘WJP 583 K’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 584

Details: wagon ‘WJP 584 T’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 585

Details: wagon ‘WJP 585 F’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
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2.908. Wagon classification starting with ‘WJP’

BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 586

Details: wagon ‘WJP 586 Y’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 587

Details: wagon ‘WJP 587 A’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres
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2. TIMS GROUP INFORMATION - WAGONS

WJP 588

Details: wagon ‘WJP 588 J’ in AN ‘Mainland Division’.

Owner: MOBIL OIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 591

Details: wagon ‘WJP 591 A’ in AN ‘Mainland Division’.

Owner: AMPOL PET
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 592

Details: wagon ‘WJP 592 J’ in AN ‘Mainland Division’.

Owner: AMPOL PET
Operator: C
Length Over Headstocks: 17.1m
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2.908. Wagon classification starting with ‘WJP’

Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 593

Details: wagon ‘WJP 593 S’ in AN ‘Mainland Division’.

Owner: AMPOL PET
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 601

Details: wagon ‘WJP 601 E’ in AN ‘Mainland Division’.

Owner: AMPOL PET
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
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BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 602

Details: wagon ‘WJP 602 N’ in AN ‘Mainland Division’.

Owner: BP AUST
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJP 606

Details: wagon ‘WJP 606 D’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres
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WJP 607

Details: wagon ‘WJP 607 M’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 62 tonnes

Capacity of 81150 litres

WJPA 14586

Details: wagon ‘WJPA 14586 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 69.8 tonnes

Capacity of 83080 litres

WJPB 14589

Details: wagon ‘WJPB 14589 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 69.8 tonnes

Capacity of 83080 litres

WJPB 14592

Details: wagon ‘WJPB 14592 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 69.8 tonnes

Capacity of 83080 litres

WJPB 14593

Details: wagon ‘WJPB 14593 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP
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Capacity of 69.8 tonnes

Capacity of 83080 litres

WJPB 14594

Details: wagon ‘WJPB 14594 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 69.8 tonnes

Capacity of 83080 litres

WJPB 14595

Details: wagon ‘WJPB 14595 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 20.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 69.8 tonnes

Capacity of 83080 litres

2.909 Wagon classification starting with ‘WJQ’

WJQ 611

Details: wagon ‘WJQ 611 P’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: SHELL CO
Operator: C
Length Over Headstocks: 20m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J16
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 60.3 tonnes

Capacity of 79340 litres

WJQ 612

Details: wagon ‘WJQ 612 B’ in AN ‘Mainland Division’.

Owner: SHELL CO
Operator: C
Length Over Headstocks: 20m
Tare Weight: 21.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: J16
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 60.3 tonnes

Capacity of 79340 litres

2.910 Wagon classification starting with ‘WJR’

WJR 615

01.04.1987 Reclassified from wagon ‘WJR 615 X’ to ’ wagon ‘ATMX 3263 H’.
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2.911. Wagon classification starting with ‘WJT’

2.911 Wagon classification starting with ‘WJT’

WJT 618

Details: wagon ‘WJT 618 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 18m
Tare Weight: 20.3tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: DISTILLATE
BSG Code: WSTP

Capacity of 70 tonnes

2.912 Wagon classification starting with ‘WJU’

WJU 619

Details: wagon ‘WJU 619 H’ in AN ‘Mainland Division’.

Owner: BP AUST
Operator: C
Length Over Headstocks: 19.3m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 75.3 tonnes

2.913 Wagon classification starting with ‘WK’

WK 30641

Details: wagon ‘WK 30641 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 19m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: CEMENT BULK
Remarks: BULK CEMENT TRANSPORT
BSG Code: WSHC

Capacity of 72 tonnes

WK 30642

Details: wagon ‘WK 30642 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19m
Tare Weight: 23.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: CEMENT BULK
Remarks: BULK CEMENT TRANSPORT
BSG Code: WSHC

Capacity of 72 tonnes

2.914 Wagon classification starting with ‘WL’

WL 8200

Details: wagon ‘WL 8200 R’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: D
Length Over Headstocks: 17.7m
Tare Weight: 31.2tonne
Current Gauge: Broad
Gauge Restrictions: B/S
Bogie Configuration: 2X2
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2.915. Wagon classification starting with ‘WMF’

Original Cost: $4820
Run Restriction: Not to Run in NSW Trailing Load Restricted
Diagram Book Page No.: CB F-14
Date Built: 30.06.1931
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 15.10.88;SOLD TO PDSM 22.12.88
BSG Code: SBFZ

Capacity of 44.7 tonnes

2.915 Wagon classification starting with ‘WMF’

WMFX 34001

Details: wagon ‘WMFX 34001 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

04.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1989 Repair ‘BRANCH PIPE’.
04.08.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.08.1989 Repair ‘COUPLER KNUCKLE’.
04.08.1989 Repair ‘END BRAKE COCK’.
04.08.1989 Repair ‘END HOSE’.
04.08.1989 Repair ‘GRADE CONTROL VALVE’.
04.08.1989 Repair ‘STEP’.
04.08.1989 Repair ‘TRAIN PIPE (END)’.
20.09.1990 Repair ‘BRAKE BLOCK RB95’.
08.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1991 Repair ‘BRAKE CONTROL PIPE’.
08.04.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
08.04.1991 Repair ‘GRADE CONTROL VALVE’.

WMFX 34002

Details: wagon ‘WMFX 34002 N’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

WMFX 34003

Details: wagon ‘WMFX 34003 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

13.11.1989 Repair ‘SIDE STEP’.
13.11.1989 Repair ‘STEP’.
19.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.05.1990 Repair ‘COUPLER KNUCKLE’.
19.05.1990 Repair ‘GRADE CONTROL VALVE’.
19.05.1990 Repair ‘HANDRAILS’.
19.05.1990 Repair ‘HANDRAILS’.
19.05.1990 Repair ‘TRAIN PIPE (END)’.

WMFX 34004

Details: wagon ‘WMFX 34004 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXMZ

WMFX 34005

Details: wagon ‘WMFX 34005 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

05.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.05.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.05.1990 Repair ‘COUPLER KNUCKLE’.
05.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.05.1990 Repair ‘COUPLER TRIGGER LEVER’.
05.05.1990 Repair ‘EMPTY LOAD VALVE’.
05.05.1990 Repair ‘GRADE CONTROL VALVE’.
05.05.1990 Repair ‘STEP’.
05.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE CONVERTED STANDARD TO BROAD’.
15.06.1990 Repair ‘BRAKE BLOCK RB95’.
15.06.1990 Repair ‘BRAKE LEVER’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘END HOSE’.
15.06.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

WMFX 34006

Details: wagon ‘WMFX 34006 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXMZ

WMFX 34007

Details: wagon ‘WMFX 34007 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

06.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1990 Repair ‘BRAKE BLOCK RB95’.
06.03.1990 Repair ‘COUPLER KNUCKLE’.
06.03.1990 Repair ‘DOOR SLIDE RAIL’.
06.03.1990 Repair ‘DOOR SLIDE RAIL’.
06.03.1990 Repair ‘GRADE CONTROL VALVE’.
06.03.1990 Repair ‘RELAY VALVE’.
06.03.1990 Repair ‘WHEEL SET’.
05.10.1991 Repair ‘END HOSE’.

WMFX 34008

Details: wagon ‘WMFX 34008 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.03.1990 Repair ‘BOGIE COMPLETE’.
20.03.1990 Repair ‘COUPLER KNUCKLE’.
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20.03.1990 Repair ‘END HOSE’.
20.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.03.1990 Repair ‘WHEEL SET’.
20.09.1991 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1992 Repair ‘BRIDGE PLATE ASSEMBLY’.
25.02.1992 Repair ‘COUPLER KNUCKLE’.
25.02.1992 Repair ‘END BRAKE COCK’.
25.02.1992 Repair ‘END HOSE’.
25.02.1992 Repair ‘GRADE CONTROL VALVE’.
25.02.1992 Repair ‘HANDRAILS’.
25.02.1992 Repair ‘TRAIN PIPE (END)’.

WMFX 34009

Details: wagon ‘WMFX 34009 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

07.12.1989 Repair ‘BRAKE BLOCK RB95’.
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.12.1989 Repair ‘BRIDGE PLATE ASSEMBLY’.
09.12.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.12.1989 Repair ‘COUPLER KNUCKLE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘GRADE CONTROL VALVE’.
09.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.06.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
04.06.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
04.06.1990 Repair ‘COUPLER KNUCKLE’.
04.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
04.06.1990 Repair ‘GRADE CONTROL VALVE’.
04.06.1990 Repair ‘STEP’.
04.06.1990 Repair ‘TRAIN PIPE (END)’.
17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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17.12.1990 Repair ‘COUPLER KNUCKLE’.
17.12.1990 Repair ‘GRADE CONTROL VALVE’.
17.12.1990 Repair ‘HANDRAILS’.
17.12.1990 Repair ‘TRAIN PIPE (END)’.

WMFX 34010

Details: wagon ‘WMFX 34010 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WMFX 34011

Details: wagon ‘WMFX 34011 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

22.09.1989 Repair ‘CARD OR CLIP HOLDER’.

WMFX 34012

Details: wagon ‘WMFX 34012 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER TRIGGER LEVER’.
22.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.06.1990 Repair ‘END BRAKE COCK’.
22.06.1990 Repair ‘END HOSE’.
22.06.1990 Repair ‘TRAIN PIPE (END)’.

WMFX 34013

Details: wagon ‘WMFX 34013 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

04.01.1990 Repair ‘END HOSE’.
17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘COUPLER KNUCKLE’.
17.01.1990 Repair ‘DOOR SLIDE RAIL’.
17.01.1990 Repair ‘VEHICLE COMPLETE’.

WMFX 34015

Details: wagon ‘WMFX 34015 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXMZ

23.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WMFX 34016

Details: wagon ‘WMFX 34016 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

12.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1990 Repair ‘COUPLER KNUCKLE’.
12.04.1990 Repair ‘EMPTY LOAD VALVE’.
12.04.1990 Repair ‘GRADE CONTROL VALVE’.
12.04.1990 Repair ‘HANDRAILS’.
12.04.1990 Repair ‘WHEEL SET’.
25.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘COUPLER KNUCKLE’.
25.05.1990 Repair ‘GRADE CONTROL VALVE’.
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘COUPLER KNUCKLE’.
05.07.1990 Repair ‘WHEEL SET’.
06.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.08.1990 Repair ‘COUPLER KNUCKLE’.
06.08.1990 Repair ‘GRADE CONTROL VALVE’.
06.08.1990 Repair ‘HANDRAILS’.
06.08.1990 Repair ‘WHEEL SET’.

WMFX 34017

Details: wagon ‘WMFX 34017 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.03.1990 Repair ‘END HOSE’.
19.03.1990 Repair ‘VEHICLE COMPLETE’.
19.03.1990 Repair ‘WHEEL SET’.
19.03.1990 Repair ‘WHEEL SET’.
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
04.12.1990 Repair ‘HANDRAILS END’.
16.02.1991 Repair ‘HANDRAILS’.
22.04.1991 Repair ‘HANDRAILS’.

WMFX 34018

Details: wagon ‘WMFX 34018 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

07.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1990 Repair ‘BRIDGE PLATE ASSEMBLY’.
07.02.1990 Repair ‘COUPLER KNUCKLE’.
07.02.1990 Repair ‘GRADE CONTROL VALVE’.
07.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
07.02.1990 Repair ‘STEP’.

WMFX 34019

Details: wagon ‘WMFX 34019 P’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

26.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.04.1991 Repair ‘COUPLER KNUCKLE’.
26.04.1991 Repair ‘GRADE CONTROL VALVE’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘COUPLER KNUCKLE’.
04.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.09.1991 Repair ‘WEAR PLATES & SADDLES’.
04.09.1991 Repair ‘YOKE CARRIER’.
17.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.02.1992 Repair ‘BRANCH PIPE’.
17.02.1992 Repair ‘COUPLER KNUCKLE’.
17.02.1992 Repair ‘GRADE CONTROL VALVE’.

WMFX 34020

Details: wagon ‘WMFX 34020 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 22.9m
Tare Weight: 26.3tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXMZ

2.916 Wagon classification starting with ‘WMG’

WMGY 34021

27.10.1994 Reclassified from wagon ‘WMGY 34021 E’ to ’ wagon ‘RMWY 34021 B’.

WMGY 34022

01.08.1994 Reclassified from wagon ‘WMGY 34022 N’ to ’ wagon ‘RMWY 34022 K’.
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2.917. Wagon classification starting with ‘WN’

WMGY 34023

23.05.1994 Reclassified from wagon ‘WMGY 34023 W’ to ’ wagon ‘RMWY 34023 T’.
31.05.1994 Reclassified from wagon ‘WMGY 34023 W’ to ’ wagon ‘RMGY 34023 R’.

WMGY 34024

13.10.1994 Reclassified from wagon ‘WMGY 34024 X’ to ’ wagon ‘RMWY 34024 F’.

WMGY 34025

13.07.1994 Reclassified from wagon ‘WMGY 34025 R’ to ’ wagon ‘RMWY 34025 Y’.

WMGY 34026

16.05.1994 Reclassified from wagon ‘WMGY 34026 D’ to ’ wagon ‘RMWY 34026 A’.

WMGY 34027

13.10.1994 Reclassified from wagon ‘WMGY 34027 M’ to ’ wagon ‘RMWY 34027 J’.

WMGY 34028

15.09.1994 Reclassified from wagon ‘WMGY 34028 V’ to ’ wagon ‘RMWY 34028 S’.

WMGY 34029

16.05.1994 Reclassified from wagon ‘WMGY 34029 H’ to ’ wagon ‘RMWY 34029 E’.

WMGY 34030

21.05.1994 Reclassified from wagon ‘WMGY 34030 D’ to ’ wagon ‘RMWY 34030 A’.
31.05.1994 Reclassified from wagon ‘WMGY 34030 D’ to ’ wagon ‘RMGY 34030 V’.

2.917 Wagon classification starting with ‘WN’

WN 501

Details: wagon ‘WN 501 D’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
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2. TIMS GROUP INFORMATION - WAGONS

Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 502

Details: wagon ‘WN 502 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXTZ

WN 503

Details: wagon ‘WN 503 V’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 504

Details: wagon ‘WN 504 H’ in AN ‘Mainland Division’.
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2.917. Wagon classification starting with ‘WN’

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 505

Details: wagon ‘WN 505 Q’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 506

Details: wagon ‘WN 506 C’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 507

Details: wagon ‘WN 507 L’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 508

Details: wagon ‘WN 508 U’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO
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2.917. Wagon classification starting with ‘WN’

Capacity of 70.2 tonnes

WN 509

Details: wagon ‘WN 509 G’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 510

Details: wagon ‘WN 510 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXTZ

WN 511

Details: wagon ‘WN 511 L’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 512

Details: wagon ‘WN 512 U’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 513

Details: wagon ‘WN 513 G’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO
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2.917. Wagon classification starting with ‘WN’

Capacity of 70.2 tonnes

WN 514

Details: wagon ‘WN 514 P’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 515

Details: wagon ‘WN 515 B’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 516

Details: wagon ‘WN 516 K’ in AN ‘Mainland Division’.
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2. TIMS GROUP INFORMATION - WAGONS

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 517

Details: wagon ‘WN 517 T’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 518

Details: wagon ‘WN 518 F’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.917. Wagon classification starting with ‘WN’

Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 519

Details: wagon ‘WN 519 Y’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 520

Details: wagon ‘WN 520 K’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
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BSG Code: WSTO

Capacity of 70.2 tonnes

WN 521

Details: wagon ‘WN 521 T’ in AN ‘Mainland Division’.

Owner: W.M.CO
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 522

Details: wagon ‘WN 522 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXTZ

WN 523

Details: wagon ‘WN 523 Y’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
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2.917. Wagon classification starting with ‘WN’

Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 524

Details: wagon ‘WN 524 A’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 525

Details: wagon ‘WN 525 J’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
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Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 526

Details: wagon ‘WN 526 S’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 527

Details: wagon ‘WN 527 E’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

22422



2.917. Wagon classification starting with ‘WN’

WN 528

Details: wagon ‘WN 528 N’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 529

Details: wagon ‘WN 529 W’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 530

Details: wagon ‘WN 530 S’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
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Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 531

Details: wagon ‘WN 531 E’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 532

Details: wagon ‘WN 532 N’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
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2.917. Wagon classification starting with ‘WN’

Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 533

Details: wagon ‘WN 533 W’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 534

Details: wagon ‘WN 534 X’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes
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WN 535

Details: wagon ‘WN 535 R’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 536

Details: wagon ‘WN 536 D’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 537

Details: wagon ‘WN 537 M’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
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2.917. Wagon classification starting with ‘WN’

Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 538

Details: wagon ‘WN 538 V’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

WN 539

Details: wagon ‘WN 539 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXTZ
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WN 540

Details: wagon ‘WN 540 D’ in AN ‘Mainland Division’.

Owner: W.M.CO.
Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: BULK NICKEL TANKER
BSG Code: WSTO

Capacity of 70.2 tonnes

2.918 Wagon classification starting with ‘WNA’

WNA 31151

Details: wagon ‘WNA 31151 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31152

Details: wagon ‘WNA 31152 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL

22428
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Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31153

Details: wagon ‘WNA 31153 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31154

Details: wagon ‘WNA 31154 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
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Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31155

Details: wagon ‘WNA 31155 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31156

Details: wagon ‘WNA 31156 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes
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WNA 31157

Details: wagon ‘WNA 31157 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31158

Details: wagon ‘WNA 31158 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31159

Details: wagon ‘WNA 31159 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31160

Details: wagon ‘WNA 31160 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31161

Details: wagon ‘WNA 31161 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ
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2.918. Wagon classification starting with ‘WNA’

Capacity of 61 tonnes

WNA 31162

Details: wagon ‘WNA 31162 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31163

Details: wagon ‘WNA 31163 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31164

Details: wagon ‘WNA 31164 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31165

Details: wagon ‘WNA 31165 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31166

Details: wagon ‘WNA 31166 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
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2.918. Wagon classification starting with ‘WNA’

Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31167

Details: wagon ‘WNA 31167 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

WNA 31168

Details: wagon ‘WNA 31168 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 22.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: BULK NICKEL CONCENTRATE TANKER
BSG Code: WSTZ

Capacity of 61 tonnes

22435



2. TIMS GROUP INFORMATION - WAGONS

2.919 Wagon classification starting with ‘WNC’

WNC 31181

Details: wagon ‘WNC 31181 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXPZ

WNC 31182

Details: wagon ‘WNC 31182 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 16.9m
Tare Weight: 26.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXPZ

2.920 Wagon classification starting with ‘WNS’

WNSW 694

Details: wagon ‘WNSW 694 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
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Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 704

Details: wagon ‘WNSW 704 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 803

Details: wagon ‘WNSW 803 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 807

Details: wagon ‘WNSW 807 U’ in AN ‘Mainland Division’.

22437



2. TIMS GROUP INFORMATION - WAGONS

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 1532

Details: wagon ‘WNSW 1532 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 1539

Details: wagon ‘WNSW 1539 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 22.5m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
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2.920. Wagon classification starting with ‘WNS’

BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 1541

Details: wagon ‘WNSW 1541 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: C
Length Over Headstocks: 13.8m
Tare Weight: 28tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 2697

Details: wagon ‘WNSW 2697 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 13.1m
Tare Weight: 8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: DEPARTMENTAL USE STENCILED AS ‘W‘2697
BSG Code: NSOZ

Capacity of 50 tonnes

WNSW 2704

Details: wagon ‘WNSW 2704 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW

22439



2. TIMS GROUP INFORMATION - WAGONS

Operator: D
Length Over Headstocks: 13.8m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: SRA OF NSW
Intended Use: GENERAL
Remarks: EX NLHX 29624 R
BSG Code: NXLZ

Capacity of 48 tonnes

23.03.1993 Repair ‘VEHICLE RECLASSIFY’.
23.03.1993 Issued at location ‘Australian National’ with a previous code of wagon

‘NLHX 29624 R’

2.921 Wagon classification starting with ‘WO’

WO 31207

19.05.1989 Reclassified from wagon ‘WO 31207 N’ to ’ wagon ‘WOS 31207 B’.

WO 31220

10.03.1989 Reclassified from wagon ‘WO 31220 M’ to ’ wagon ‘WOS 31220 A’.

WO 31244

Details: wagon ‘WO 31244 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSHE

Capacity of 74.3 tonnes
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2.922. Wagon classification starting with ‘WOA’

WO 31252

13.08.1989 Reclassified from wagon ‘WO 31252 X’ to ’ wagon ‘WOS 31252 T’.

WO 31257

08.06.1989 Reclassified from wagon ‘WO 31257 H’ to ’ wagon ‘WOS 31257 S’.

WO 31261

06.06.1989 Reclassified from wagon ‘WO 31261 H’ to ’ wagon ‘WOS 31261 S’.

WO 31270

10.03.1989 Reclassified from wagon ‘WO 31270 G’ to ’ wagon ‘WOS 31270 R’.

WO 31277

13.03.1989 Reclassified from wagon ‘WO 31277 A’ to ’ wagon ‘WOS 31277 L’.

WO 31291

27.10.1988 Reclassified from wagon ‘WO 31291 X’ to ’ wagon ‘WOS 31291 T’.

WO 31403

13.08.1989 Reclassified from wagon ‘WO 31403 Y’ to ’ wagon ‘WOS 31403 C’.

WO 31409

06.06.1989 Reclassified from wagon ‘WO 31409 W’ to ’ wagon ‘WOS 31409 K’.

2.922 Wagon classification starting with ‘WOA’

WOA 31302

Details: wagon ‘WOA 31302 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ
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WOA 31304

Details: wagon ‘WOA 31304 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON
BSG Code: WSOO

Capacity of 74.9 tonnes

WOA 31305

28.10.1988 Reclassified from wagon ‘WOA 31305 F’ to ’ wagon ‘WOAS 31305 M’.

WOA 31308

20.01.1989 Reclassified from wagon ‘WOA 31308 J’ to ’ wagon ‘WOAS 31308 Q’.

WOA 31309

28.10.1988 Reclassified from wagon ‘WOA 31309 S’ to ’ wagon ‘WOAS 31309 C’.

WOA 31310

24.04.1989 Reclassified from wagon ‘WOA 31310 Y’ to ’ wagon ‘WOAS 31310 V’.

WOA 31313

Details: wagon ‘WOA 31313 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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2.922. Wagon classification starting with ‘WOA’

Intended Use: GENERAL
BSG Code: WXOZ

WOA 31315

10.03.1989 Reclassified from wagon ‘WOA 31315 N’ to ’ wagon ‘WOS 31315 V’.

WOA 31317

Details: wagon ‘WOA 31317 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON
BSG Code: WSOO

Capacity of 73.5 tonnes

WOA 31320

28.10.1988 Reclassified from wagon ‘WOA 31320 W’ to ’ wagon ‘WOAS 31320 G’.

WOA 31322

24.04.1989 Reclassified from wagon ‘WOA 31322 R’ to ’ wagon ‘WOAS 31322 B’.

WOA 31324

20.01.1989 Reclassified from wagon ‘WOA 31324 M’ to ’ wagon ‘WOAS 31324 T’.

WOA 31326

20.01.1989 Reclassified from wagon ‘WOA 31326 H’ to ’ wagon ‘WOAS 31326 Y’.

WOA 31329

Details: wagon ‘WOA 31329 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 9.6m
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Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

WOA 31331

06.06.1989 Reclassified from wagon ‘WOA 31331 Q’ to ’ wagon ‘WOS 31331 B’.

WOA 31334

20.01.1989 Reclassified from wagon ‘WOA 31334 U’ to ’ wagon ‘WOAS 31334 E’.

WOA 31335

20.01.1989 Reclassified from wagon ‘WOA 31335 G’ to ’ wagon ‘WOAS 31335 N’.

WOA 31338

27.10.1988 Reclassified from wagon ‘WOA 31338 K’ to ’ wagon ‘WOAS 31338 R’.

WOA 31339

13.03.1989 Reclassified from wagon ‘WOA 31339 T’ to ’ wagon ‘WOS 31339 E’.

WOA 31340

Details: wagon ‘WOA 31340 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON
BSG Code: WSOO

Capacity of 73.5 tonnes
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2.922. Wagon classification starting with ‘WOA’

WOAS 31305

06.06.1989 Reclassified from wagon ‘WOAS 31305 M’ to ’ wagon ‘WOS 31305 N’.

WOAS 31308

05.04.1990 Reclassified from wagon ‘WOAS 31308 Q’ to ’ wagon ‘WOS 31308 R’.

WOAS 31309

09.03.1989 Reclassified from wagon ‘WOAS 31309 C’ to ’ wagon ‘WOS 31309 D’.

WOAS 31310

17.11.1990 Reclassified from wagon ‘WOAS 31310 V’ to ’ wagon ‘WOS 31310 W’.

WOAS 31320

30.05.1990 Reclassified from wagon ‘WOAS 31320 G’ to ’ wagon ‘WOS 31320 H’.

WOAS 31322

28.04.1990 Reclassified from wagon ‘WOAS 31322 B’ to ’ wagon ‘WOS 31322 C’.

WOAS 31324

30.06.1990 Reclassified from wagon ‘WOAS 31324 T’ to ’ wagon ‘WOS 31324 U’.

WOAS 31326

06.06.1989 Reclassified from wagon ‘WOAS 31326 Y’ to ’ wagon ‘WOS 31326 P’.

WOAS 31334

26.04.1990 Reclassified from wagon ‘WOAS 31334 E’ to ’ wagon ‘WOS 31334 F’.

WOAS 31335

06.06.1989 Reclassified from wagon ‘WOAS 31335 N’ to ’ wagon ‘WOS 31335 Y’.

WOAS 31338

09.03.1989 Reclassified from wagon ‘WOAS 31338 R’ to ’ wagon ‘WOS 31338 S’.

WOAX 33001

22.03.1988 Reclassified from wagon ‘WOAX 33001 K’ to ’ wagon ‘WODX 33001 T’.

22445



2. TIMS GROUP INFORMATION - WAGONS

WOAX 33002

Details: wagon ‘WOAX 33002 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

29.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.12.1989 Repair ‘BOGIE COMPLETE’.
29.12.1989 Repair ‘COUPLER KNUCKLE’.
29.12.1989 Repair ‘EMPTY LOAD VALVE’.
29.12.1989 Repair ‘GRADE CONTROL VALVE’.
29.12.1989 Repair ‘TRAIN PIPE’.

WOAX 33003

22.03.1988 Reclassified from wagon ‘WOAX 33003 F’ to ’ wagon ‘WODX 33003 Y’.

WOAX 33004

Details: wagon ‘WOAX 33004 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE COMPLETE’.
11.08.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
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WOAX 33005

Details: wagon ‘WOAX 33005 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33006

Details: wagon ‘WOAX 33006 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33007

Details: wagon ‘WOAX 33007 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

25.07.1990 Repair ‘HANDRAILS’.

WOAX 33008

05.10.1994 Reclassified from wagon ‘WOAX 33008 E’ to ’ wagon ‘ROAX 33008 W’.

WOAX 33009

Details: wagon ‘WOAX 33009 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33010

29.02.1988 Reclassified from wagon ‘WOAX 33010 J’ to ’ wagon ‘WODX 33010 S’.

WOAX 33011

22.03.1988 Reclassified from wagon ‘WOAX 33011 S’ to ’ wagon ‘WODX 33011 E’.

WOAX 33012

14.07.1995 Reclassified from wagon ‘WOAX 33012 E’ to ’ wagon ‘WOO 33012 T’.

WOAX 33013

Details: wagon ‘WOAX 33013 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33014

Details: wagon ‘WOAX 33014 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

29.09.1993 Repair ‘HANDBRAKE HANDLE’.
20.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.

WOAX 33015

Details: wagon ‘WOAX 33015 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33017

31.03.1988 Reclassified from wagon ‘WOAX 33017 D’ to ’ wagon ‘WODX 33017 M’.

WOAX 33018

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33019

20.10.1994 Reclassified from wagon ‘WOAX 33019 V’ to ’ wagon ‘ROAX 33019 Q’.

WOAX 33020

Details: wagon ‘WOAX 33020 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33021

14.05.1994 Reclassified from wagon ‘WOAX 33021 D’ to ’ wagon ‘ROAX 33021 V’.

WOAX 33022

29.02.1988 Reclassified from wagon ‘WOAX 33022 M’ to ’ wagon ‘WODX 33022 V’.
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2.922. Wagon classification starting with ‘WOA’

WOAX 33023

Details: wagon ‘WOAX 33023 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33024

Details: wagon ‘WOAX 33024 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘WHEEL SET’.
02.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.12.1991 Repair ‘BRAKE BLOCK RB95’.
02.12.1991 Repair ‘TRAIN PIPE (END)’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.
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WOAX 33025

Details: wagon ‘WOAX 33025 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1990 Repair ‘BOGIE COMPLETE’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘EMPTY LOAD VALVE’.
19.09.1990 Repair ‘GRADE CONTROL VALVE’.
19.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1990 Repair ‘WHEEL SET’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.

WOAX 33026

Details: wagon ‘WOAX 33026 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33027

Details: wagon ‘WOAX 33027 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

05.03.1990 Repair ‘VEHICLE COMPLETE’.
05.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.10.1990 Repair ‘DOOR COMPLETE’.
05.10.1990 Repair ‘EMPTY LOAD VALVE’.
05.10.1990 Repair ‘GRADE CONTROL VALVE’.

WOAX 33028

14.05.1994 Reclassified from wagon ‘WOAX 33028 U’ to ’ wagon ‘ROAX 33028 P’.

WOAX 33029

22.03.1988 Reclassified from wagon ‘WOAX 33029 G’ to ’ wagon ‘WODX 33029 P’.

WOAX 33030

28.04.1988 Reclassified from wagon ‘WOAX 33030 C’ to ’ wagon ‘WODX 33030 L’.

WOAX 33031

28.04.1988 Reclassified from wagon ‘WOAX 33031 L’ to ’ wagon ‘WODX 33031 U’.

WOAX 33032

Details: wagon ‘WOAX 33032 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33033

13.10.1994 Reclassified from wagon ‘WOAX 33033 G’ to ’ wagon ‘ROAX 33033 B’.

WOAX 33034

Details: wagon ‘WOAX 33034 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33035

14.05.1994 Reclassified from wagon ‘WOAX 33035 B’ to ’ wagon ‘ROAX 33035 T’.

WOAX 33036

Details: wagon ‘WOAX 33036 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

02.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.04.1992 Repair ‘BOGIE COMPLETE’.
02.04.1992 Repair ‘SIDE BEARER’.
02.04.1992 Repair ‘TOP CENTRE PLATE’.
02.04.1992 Repair ‘VEHICLE COMPLETE’.
04.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1994 Repair ‘COUPLER KNUCKLE’.
04.01.1994 Repair ‘WHEEL SET’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.

WOAX 33037

Details: wagon ‘WOAX 33037 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33039

Details: wagon ‘WOAX 33039 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

25.09.1990 Repair ‘STEP’.

WOAX 33040

Details: wagon ‘WOAX 33040 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33041

Details: wagon ‘WOAX 33041 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33042

Details: wagon ‘WOAX 33042 F’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

29.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
29.10.1990 Repair ‘COUPLER KNUCKLE’.
29.10.1990 Repair ‘GRADE CONTROL VALVE’.
29.10.1990 Repair ‘WHEEL SET’.

WOAX 33043

Details: wagon ‘WOAX 33043 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33044

Details: wagon ‘WOAX 33044 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33045

Details: wagon ‘WOAX 33045 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33046

25.07.1994 Reclassified from wagon ‘WOAX 33046 S’ to ’ wagon ‘ROAX 33046 N’.

WOAX 33047

25.07.1994 Reclassified from wagon ‘WOAX 33047 E’ to ’ wagon ‘ROAX 33047 W’.

WOAX 33049

02.11.1994 Reclassified from wagon ‘WOAX 33049 W’ to ’ wagon ‘ROAX 33049 R’.

WOAX 33051

Details: wagon ‘WOAX 33051 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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2.922. Wagon classification starting with ‘WOA’

Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33052

Details: wagon ‘WOAX 33052 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘BODY COMPLETE’.
06.07.1989 Repair ‘COUPLER KNUCKLE’.
06.07.1989 Repair ‘EMPTY LOAD VALVE’.
06.07.1989 Repair ‘GRADE CONTROL VALVE’.
06.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1989 Repair ‘BRAKE BLOCK RB95’.

WOAX 33053

Details: wagon ‘WOAX 33053 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33054

22.03.1988 Reclassified from wagon ‘WOAX 33054 X’ to ’ wagon ‘WODX 33054 R’.

WOAX 33055

29.02.1988 Reclassified from wagon ‘WOAX 33055 R’ to ’ wagon ‘WODX 33055 D’.

WOAX 33056

Details: wagon ‘WOAX 33056 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WGG 33056 B
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33057

Details: wagon ‘WOAX 33057 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

20.09.1989 Repair ‘STANCHION’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.

22460
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WOAX 33058

14.05.1994 Reclassified from wagon ‘WOAX 33058 V’ to ’ wagon ‘ROAX 33058 Q’.

WOAX 33059

19.02.1995 Reclassified from wagon ‘WOAX 33059 H’ to ’ wagon ‘ROAX 33059 C’.

WOAX 33060

Details: wagon ‘WOAX 33060 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33061

Details: wagon ‘WOAX 33061 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33062

Details: wagon ‘WOAX 33062 V’ in AN ‘Mainland Division’.

Owner: NRC
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33063

28.04.1988 Reclassified from wagon ‘WOAX 33063 H’ to ’ wagon ‘WODX 33063 Q’.

WOAX 33064

Details: wagon ‘WOAX 33064 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33065

Details: wagon ‘WOAX 33065 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33066

31.03.1988 Reclassified from wagon ‘WOAX 33066 L’ to ’ wagon ‘WODX 33066 U’.

WOAX 33067

22.03.1988 Reclassified from wagon ‘WOAX 33067 U’ to ’ wagon ‘WODX 33067 G’.

WOAX 33068

Details: wagon ‘WOAX 33068 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes

11.03.1994 Repair ‘VEHICLE COMPLETE’.

WOAX 33070

Details: wagon ‘WOAX 33070 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33071

Details: wagon ‘WOAX 33071 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33073

Details: wagon ‘WOAX 33073 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33074

Details: wagon ‘WOAX 33074 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

07.01.1991 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Repair ‘VEHICLE COMPLETE’.

WOAX 33075

Details: wagon ‘WOAX 33075 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

20.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
14.02.1994 Repair ‘VEHICLE COMPLETE’.

WOAX 33076

Details: wagon ‘WOAX 33076 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
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Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

09.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.11.1990 Repair ‘COUPLER KNUCKLE’.
09.11.1990 Repair ‘DOOR COMPLETE’.
09.11.1990 Repair ‘EMPTY LOAD VALVE’.
09.11.1990 Repair ‘GRADE CONTROL VALVE’.

WOAX 33077

Details: wagon ‘WOAX 33077 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Wagon Width: 1524mm
Wagon Height: 2556mm
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33078

Details: wagon ‘WOAX 33078 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33080

16.12.1994 Reclassified from wagon ‘WOAX 33080 T’ to ’ wagon ‘ROAX 33080 Y’.

WOAX 33081

24.11.1994 Reclassified from wagon ‘WOAX 33081 F’ to ’ wagon ‘ROAX 33081 A’.

WOAX 33082

Details: wagon ‘WOAX 33082 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33083

Details: wagon ‘WOAX 33083 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ
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Capacity of 51 tonnes

07.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
07.08.1989 Repair ‘BRAKE BLOCK RB95’.
07.08.1989 Repair ‘BRAKE LEVER’.
07.08.1989 Repair ‘BRAKE PIN’.
07.08.1989 Repair ‘BRAKE PULL ROD’.
07.08.1989 Repair ‘BRAKE SPREADER & HANGERS’.
07.08.1989 Repair ‘COUPLER KNUCKLE’.
07.08.1989 Repair ‘EMPTY LOAD VALVE’.
07.08.1989 Repair ‘GRADE CONTROL VALVE’.
07.08.1989 Repair ‘HANDRAILS’.
07.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.12.1994 Repair ‘VEHICLE COMPLETE’.

WOAX 33084

02.08.1994 Reclassified from wagon ‘WOAX 33084 J’ to ’ wagon ‘ROAX 33084 E’.

WOAX 33085

Details: wagon ‘WOAX 33085 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33086

Details: wagon ‘WOAX 33086 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33087

Details: wagon ‘WOAX 33087 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33088

Details: wagon ‘WOAX 33088 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33089

01.06.1987 Reclassified from wagon ‘WOAX 33089 X’ to ’ wagon ‘WOSF 33089 N’.

WOAX 33090

14.05.1994 Reclassified from wagon ‘WOAX 33090 E’ to ’ wagon ‘ROAX 33090 W’.
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WOAX 33091

Details: wagon ‘WOAX 33091 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WGG 33091 L
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33092

13.07.1994 Reclassified from wagon ‘WOAX 33092 W’ to ’ wagon ‘ROAX 33092 R’.

WOAX 33093

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33094

Details: wagon ‘WOAX 33094 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

17.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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WOAX 33095

Details: wagon ‘WOAX 33095 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33096

Details: wagon ‘WOAX 33096 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33097

Details: wagon ‘WOAX 33097 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33098

29.02.1988 Reclassified from wagon ‘WOAX 33098 H’ to ’ wagon ‘WODX 33098 Q’.

WOAX 33099

Details: wagon ‘WOAX 33099 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

02.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1990 Repair ‘BOGIE COMPLETE’.
02.03.1990 Repair ‘BRANCH PIPE’.

WOAX 33101

Details: wagon ‘WOAX 33101 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.
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WOAX 33102

Details: wagon ‘WOAX 33102 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33103

18.04.1988 Reclassified from wagon ‘WOAX 33103 M’ to ’ wagon ‘WODX 33103 V’.

WOAX 33104

04.11.1994 Reclassified from wagon ‘WOAX 33104 V’ to ’ wagon ‘ROAX 33104 Q’.

WOAX 33105

Details: wagon ‘WOAX 33105 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33106

25.05.1994 Reclassified from wagon ‘WOAX 33106 Q’ to ’ wagon ‘ROAX 33106 L’.
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WOAX 33107

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33108

29.02.1988 Reclassified from wagon ‘WOAX 33108 L’ to ’ wagon ‘WODX 33108 U’.

WOAX 33110

01.06.1987 Reclassified from wagon ‘WOAX 33110 Q’ to ’ wagon ‘WOSF 33110 V’.

WOAX 33111

Details: wagon ‘WOAX 33111 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33112

Details: wagon ‘WOAX 33112 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

20.02.1990 Repair ‘HITCH LOCK MECHANISM’.
20.01.1991 Repair ‘END HOSE’.
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WOAX 33113

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33114

28.10.1994 Reclassified from wagon ‘WOAX 33114 G’ to ’ wagon ‘ROAX 33114 B’.

WOAX 33115

Details: wagon ‘WOAX 33115 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

16.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
16.01.1990 Repair ‘SIDE STEP’.
22.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WOAX 33116

15.11.1994 Reclassified from wagon ‘WOAX 33116 B’ to ’ wagon ‘ROAX 33116 T’.

WOAX 33117

28.04.1988 Reclassified from wagon ‘WOAX 33117 K’ to ’ wagon ‘WODX 33117 T’.

WOAX 33118

Details: wagon ‘WOAX 33118 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33119

Details: wagon ‘WOAX 33119 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33120

Details: wagon ‘WOAX 33120 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

22476



2.922. Wagon classification starting with ‘WOA’

WOAX 33122

19.04.1991 Repair ‘HANDBRAKE HANDLE’.
24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33123

Details: wagon ‘WOAX 33123 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33124

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33125

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

15.11.1994 Reclassified from wagon ‘WOAX 33125 A’ to ’ wagon ‘ROAX 33125 S’.

WOAX 33126

Details: wagon ‘WOAX 33126 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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28.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1992 Repair ‘BOGIE SPRING’.
28.02.1992 Repair ‘WHEEL SET’.

WOAX 33127

Details: wagon ‘WOAX 33127 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 2X2
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33128

Details: wagon ‘WOAX 33128 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33129

06.02.1995 Reclassified from wagon ‘WOAX 33129 N’ to ’ wagon ‘ROAX 33129 X’.
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WOAX 33130

Details: wagon ‘WOAX 33130 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

08.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.01.1995 Repair ‘VEHICLE COMPLETE’.

WOAX 33131

22.03.1988 Reclassified from wagon ‘WOAX 33131 S’ to ’ wagon ‘WODX 33131 E’.

WOAX 33132

16.03.1988 Reclassified from wagon ‘WOAX 33132 E’ to ’ wagon ‘WODX 33132 N’.

WOAX 33134

12.06.1987 Reclassified from wagon ‘WOAX 33134 W’ to ’ wagon ‘WOSF 33134 E’.

WOAX 33135

08.06.1994 Reclassified from wagon ‘WOAX 33135 X’ to ’ wagon ‘ROAX 33135 D’.

WOAX 33136

Details: wagon ‘WOAX 33136 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL

22479



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33137

Details: wagon ‘WOAX 33137 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33138

Details: wagon ‘WOAX 33138 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33139

07.07.1988 Reclassified from wagon ‘WOAX 33139 V’ to ’ wagon ‘WOSF 33139 D’.
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WOAX 33140

16.03.1988 Reclassified from wagon ‘WOAX 33140 R’ to ’ wagon ‘WODX 33140 D’.

WOAX 33141

14.11.1994 Reclassified from wagon ‘WOAX 33141 D’ to ’ wagon ‘ROAX 33141 V’.

WOAX 33142

Details: wagon ‘WOAX 33142 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33143

22.04.1988 Reclassified from wagon ‘WOAX 33143 V’ to ’ wagon ‘WODX 33143 H’.

WOAX 33144

Details: wagon ‘WOAX 33144 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

17.10.1989 Repair ‘DOOR COMPLETE’.
17.10.1989 Repair ‘VEHICLE COMPLETE’.
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WOAX 33145

Details: wagon ‘WOAX 33145 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33146

27.04.1988 Reclassified from wagon ‘WOAX 33146 C’ to ’ wagon ‘WODX 33146 L’.

WOAX 33147

Details: wagon ‘WOAX 33147 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33148

04.11.1994 Reclassified from wagon ‘WOAX 33148 U’ to ’ wagon ‘ROAX 33148 P’.

WOAX 33149

Details: wagon ‘WOAX 33149 G’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33150

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WOAX 33151

Details: wagon ‘WOAX 33151 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33152

Details: wagon ‘WOAX 33152 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXOZ

Capacity of 51 tonnes

22.10.1990 Repair ‘END HOSE’.
22.10.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

WOAX 33153

Details: wagon ‘WOAX 33153 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

19.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.09.1989 Repair ‘COUPLER KNUCKLE’.
19.09.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.09.1989 Repair ‘WEAR PLATES & SADDLES’.

WOAX 33154

Details: wagon ‘WOAX 33154 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33155

Details: wagon ‘WOAX 33155 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33156

22.03.1988 Reclassified from wagon ‘WOAX 33156 K’ to ’ wagon ‘WODX 33156 T’.

WOAX 33157

Details: wagon ‘WOAX 33157 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33158

Details: wagon ‘WOAX 33158 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard

22485



2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33159

Details: wagon ‘WOAX 33159 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

20.06.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

WOAX 33161

Details: wagon ‘WOAX 33161 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33162

01.06.1987 Reclassified from wagon ‘WOAX 33162 F’ to ’ wagon ‘WOSF 33162 K’.

WOAX 33163

Details: wagon ‘WOAX 33163 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.12.1994 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Repair ‘VEHICLE COMPLETE’.
11.02.1995 Repair ‘VEHICLE COMPLETE’.

WOAX 33165

Details: wagon ‘WOAX 33165 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33166

Details: wagon ‘WOAX 33166 S’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33167

Details: wagon ‘WOAX 33167 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

25.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.08.1989 Repair ‘BRAKE FULCRUM BRACKET’.
25.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
25.08.1989 Repair ‘STRIKING CASTING’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
25.08.1989 Repair ‘VEHICLE COMPLETE’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Repair ‘EMPTY LOAD VALVE’.
31.12.1993 Repair ‘GRADE CONTROL VALVE’.
31.12.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

WOAX 33168

Details: wagon ‘WOAX 33168 N’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

09.01.1990 Repair ‘DOOR COMPLETE’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.

WOAX 33169

29.02.1988 Reclassified from wagon ‘WOAX 33169 W’ to ’ wagon ‘WODX 33169 X’.

WOAX 33170

Details: wagon ‘WOAX 33170 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33171

Details: wagon ‘WOAX 33171 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33172

Details: wagon ‘WOAX 33172 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33173

Details: wagon ‘WOAX 33173 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33175

Details: wagon ‘WOAX 33175 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

06.06.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WOAX 33176

Details: wagon ‘WOAX 33176 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

12.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1989 Repair ‘VEHICLE STENCILS’.
26.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
23.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.01.1992 Repair ‘BOGIE COMPLETE’.
23.01.1992 Repair ‘COUPLER KNUCKLE’.
23.01.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
23.01.1992 Repair ‘TOP CENTRE PLATE’.
23.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
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WOAX 33179

Details: wagon ‘WOAX 33179 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

14.04.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.

WOAX 33180

22.03.1988 Reclassified from wagon ‘WOAX 33180 D’ to ’ wagon ‘WODX 33180 M’.

WOAX 33181

21.09.1994 Reclassified from wagon ‘WOAX 33181 M’ to ’ wagon ‘ROAX 33181 H’.

WOAX 33183

11.07.1994 Reclassified from wagon ‘WOAX 33183 H’ to ’ wagon ‘ROAX 33183 C’.

WOAX 33185

Details: wagon ‘WOAX 33185 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes
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22.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.03.1991 Repair ‘COUPLER KNUCKLE’.
22.03.1991 Repair ‘EMPTY LOAD VALVE’.
22.03.1991 Repair ‘GRADE CONTROL VALVE’.
22.03.1991 Repair ‘WEAR PLATES & SADDLES’.
09.07.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.07.1993 Repair ‘YOKE CARRIER’.

WOAX 33186

28.04.1988 Reclassified from wagon ‘WOAX 33186 L’ to ’ wagon ‘WODX 33186 U’.

WOAX 33187

15.06.1994 Reclassified from wagon ‘WOAX 33187 U’ to ’ wagon ‘ROAX 33187 P’.

WOAX 33188

Details: wagon ‘WOAX 33188 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

14.11.1994 Repair ‘VEHICLE COMPLETE’.

WOAX 33189

Details: wagon ‘WOAX 33189 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXOZ

Capacity of 51 tonnes

19.11.1990 Repair ‘HANDRAILS’.

WOAX 33190

Details: wagon ‘WOAX 33190 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33191

Details: wagon ‘WOAX 33191 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WODX 33191(USED FOR NITRATE & GEN.TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33192

Details: wagon ‘WOAX 33192 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

23.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1989 Repair ‘COUPLER KNUCKLE’.
23.11.1989 Repair ‘EMPTY LOAD VALVE’.
23.11.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1989 Repair ‘WHEEL SET’.
10.11.1991 Repair ‘END BRAKE COCK’.

WOAX 33193

Details: wagon ‘WOAX 33193 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33194

Details: wagon ‘WOAX 33194 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33195

Details: wagon ‘WOAX 33195 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33196

Details: wagon ‘WOAX 33196 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33197

Details: wagon ‘WOAX 33197 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.02.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
11.02.1994 Repair ‘BOGIE COMPLETE’.
11.02.1994 Repair ‘BRAKE PULL ROD’.
11.02.1994 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
11.02.1994 Repair ‘VEHICLE COMPLETE’.
08.08.1994 Repair ‘VEHICLE COMPLETE’.

WOAX 33198

14.05.1994 Reclassified from wagon ‘WOAX 33198 Y’ to ’ wagon ‘ROAX 33198 J’.

WOAX 33199

16.03.1988 Reclassified from wagon ‘WOAX 33199 A’ to ’ wagon ‘WODX 33199 J’.

WOAX 33201

Details: wagon ‘WOAX 33201 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33202

Details: wagon ‘WOAX 33202 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33203

Details: wagon ‘WOAX 33203 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33204

Details: wagon ‘WOAX 33204 F’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33205

31.03.1988 Reclassified from wagon ‘WOAX 33205 Y’ to ’ wagon ‘WODX 33205 A’.

WOAX 33206

07.11.1994 Reclassified from wagon ‘WOAX 33206 A’ to ’ wagon ‘ROAX 33206 S’.

WOAX 33207

Details: wagon ‘WOAX 33207 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1990 Repair ‘STEP’.

WOAX 33208

Details: wagon ‘WOAX 33208 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33209

Details: wagon ‘WOAX 33209 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33210

Details: wagon ‘WOAX 33210 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ
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Capacity of 51 tonnes

WOAX 33211

Details: wagon ‘WOAX 33211 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WOAX 33212

Details: wagon ‘WOAX 33212 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

23.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1991 Repair ‘DOOR COMPLETE’.
23.07.1991 Repair ‘GRADE CONTROL VALVE’.
23.07.1991 Repair ‘VEHICLE COMPLETE’.
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WOAX 33214

Details: wagon ‘WOAX 33214 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33215

Details: wagon ‘WOAX 33215 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.01.1990 Repair ‘END BRAKE COCK’.
18.01.1990 Repair ‘END HOSE’.
18.01.1990 Repair ‘GRADE CONTROL VALVE’.
18.01.1990 Repair ‘TRAIN PIPE (END)’.
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘VEHICLE COMPLETE’.
03.10.1990 Repair ‘WHEEL SET’.
11.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1990 Repair ‘COUPLER KNUCKLE’.
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WOAX 33217

Details: wagon ‘WOAX 33217 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

21.06.1990 Repair ‘SIDE STEP’.
04.08.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WOAX 33218

11.05.1988 Reclassified from wagon ‘WOAX 33218 D’ to ’ wagon ‘WODX 33218 M’.

WOAX 33219

22.03.1988 Reclassified from wagon ‘WOAX 33219 M’ to ’ wagon ‘WODX 33219 V’.

WOAX 33220

Details: wagon ‘WOAX 33220 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON
BSG Code: WXOZ

Capacity of 51 tonnes
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WOAX 33221

Details: wagon ‘WOAX 33221 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33222

Details: wagon ‘WOAX 33222 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

10.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
10.07.1991 Repair ‘VEHICLE COMPLETE’.
08.10.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WOAX 33223

Details: wagon ‘WOAX 33223 M’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE COMPLETE’.
26.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.01.1990 Repair ‘WHEEL SET’.
30.01.1991 Repair ‘END HOSE’.
04.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
04.02.1991 Repair ‘BRANCH PIPE’.
04.02.1991 Repair ‘TRAIN PIPE (END)’.

WOAX 33224

Details: wagon ‘WOAX 33224 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33225

18.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.05.1993 Repair ‘COUPLER KNUCKLE’.
18.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.05.1993 Repair ‘TRAIN PIPE (END)’.
23.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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23.07.1993 Repair ‘COUPLER KNUCKLE’.
23.07.1993 Repair ‘DOOR OPENING MECHANISM’.
23.07.1993 Repair ‘EMPTY LOAD VALVE’.
23.07.1993 Repair ‘GRADE CONTROL VALVE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.
07.12.1994 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Reclassified from wagon ‘WOAX 33225 H’ to ’ wagon ‘ROAX 33225 C’.

WOAX 33226

Details: wagon ‘WOAX 33226 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33227

Details: wagon ‘WOAX 33227 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

06.06.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Repair ‘VEHICLE COMPLETE’.
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2.922. Wagon classification starting with ‘WOA’

WOAX 33228

Details: wagon ‘WOAX 33228 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33229

Details: wagon ‘WOAX 33229 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33230

Details: wagon ‘WOAX 33230 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL

22507



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33231

18.04.1988 Reclassified from wagon ‘WOAX 33231 C’ to ’ wagon ‘WODX 33231 L’.

WOAX 33232

Details: wagon ‘WOAX 33232 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

WOAX 33233

Details: wagon ‘WOAX 33233 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.9tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXOZ

Capacity of 51 tonnes

22508



2.923. Wagon classification starting with ‘WOB’

2.923 Wagon classification starting with ‘WOB’

WOB 31376

Details: wagon ‘WOB 31376 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31377

Details: wagon ‘WOB 31377 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31378

Details: wagon ‘WOB 31378 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31379

Details: wagon ‘WOB 31379 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31380

Details: wagon ‘WOB 31380 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
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Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31381

Details: wagon ‘WOB 31381 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31382

Details: wagon ‘WOB 31382 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes
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WOB 31383

Details: wagon ‘WOB 31383 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31384

Details: wagon ‘WOB 31384 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

WOB 31385

Details: wagon ‘WOB 31385 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 23.7tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: O3
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
BSG Code: WSOO

Capacity of 67 tonnes

2.924 Wagon classification starting with ‘WOC’

WOC 31203

Details: wagon ‘WOC 31203 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31208

Details: wagon ‘WOC 31208 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE
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Capacity of 74.3 tonnes

WOC 31210

Details: wagon ‘WOC 31210 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31211

Details: wagon ‘WOC 31211 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31215

Details: wagon ‘WOC 31215 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31223

Details: wagon ‘WOC 31223 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31224

Details: wagon ‘WOC 31224 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE
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Capacity of 74.3 tonnes

WOC 31231

Details: wagon ‘WOC 31231 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31233

Details: wagon ‘WOC 31233 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31237

Details: wagon ‘WOC 31237 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
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2.924. Wagon classification starting with ‘WOC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31239

Details: wagon ‘WOC 31239 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31240

Details: wagon ‘WOC 31240 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WOC 31242

Details: wagon ‘WOC 31242 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31246

Details: wagon ‘WOC 31246 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31251

17.03.1990 Reclassified from wagon ‘WOC 31251 X’ to ’ wagon ‘WOG 31251 U’.

WOC 31254

Details: wagon ‘WOC 31254 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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2.924. Wagon classification starting with ‘WOC’

Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31255

Details: wagon ‘WOC 31255 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31256

Details: wagon ‘WOC 31256 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
Remarks: COAL TRAFIFIC ONLY
BSG Code: WSOE
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2. TIMS GROUP INFORMATION - WAGONS

Capacity of 74.3 tonnes

WOC 31262

Details: wagon ‘WOC 31262 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31264

Details: wagon ‘WOC 31264 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31265

Details: wagon ‘WOC 31265 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
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2.924. Wagon classification starting with ‘WOC’

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31267

Details: wagon ‘WOC 31267 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31268

Details: wagon ‘WOC 31268 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WOC 31269

Details: wagon ‘WOC 31269 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31273

Details: wagon ‘WOC 31273 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31275

Details: wagon ‘WOC 31275 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S

22522



2.924. Wagon classification starting with ‘WOC’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31276

Details: wagon ‘WOC 31276 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31278

Details: wagon ‘WOC 31278 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WOC 31279

Details: wagon ‘WOC 31279 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: R7
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31281

Details: wagon ‘WOC 31281 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31284

Details: wagon ‘WOC 31284 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
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2.924. Wagon classification starting with ‘WOC’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31286

Details: wagon ‘WOC 31286 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31287

Details: wagon ‘WOC 31287 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WOC 31295

Details: wagon ‘WOC 31295 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31296

Details: wagon ‘WOC 31296 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31298

Details: wagon ‘WOC 31298 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S

22526



2.924. Wagon classification starting with ‘WOC’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31301

Details: wagon ‘WOC 31301 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31401

Details: wagon ‘WOC 31401 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WOC 31407

Details: wagon ‘WOC 31407 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31408

Details: wagon ‘WOC 31408 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

WOC 31411

Details: wagon ‘WOC 31411 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.925. Wagon classification starting with ‘WOD’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
BSG Code: WSOE

Capacity of 74.3 tonnes

2.925 Wagon classification starting with ‘WOD’

WODX 33001

15.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.07.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.07.1993 Repair ‘COUPLER KNUCKLE’.
15.07.1993 Repair ‘DOOR LOCK MECHANISM’.
15.07.1993 Repair ‘EMPTY LOAD VALVE’.
15.07.1993 Repair ‘GRADE CONTROL VALVE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.
15.12.1994 Reclassified from wagon ‘WODX 33001 T’ to ’ wagon ‘ROAX 33001 F’.

WODX 33003

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WODX 33010

Details: wagon ‘WODX 33010 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33010 (USED FOR DANGEROUS GDS)
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

16.08.1994 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

WODX 33011

Details: wagon ‘WODX 33011 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33011(USED FOR NITRATE & GEN TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33017

Details: wagon ‘WODX 33017 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33017
Wagon Width: 2556mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

14.08.1989 Repair ‘GRADE CONTROL VALVE’.
14.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WODX 33022

Details: wagon ‘WODX 33022 V’ in AN ‘Mainland Division’.
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2.925. Wagon classification starting with ‘WOD’

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1968
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: OPEN WAGON (EX WOAX USED FOR DANGEROUS G
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

WODX 33029

Details: wagon ‘WODX 33029 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33029(USED FOR NITRATE & GEN.TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33030

Details: wagon ‘WODX 33030 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33030 (MAY USED FOR NITRATE TRAF
Wagon Width: 1524mm
Wagon Height: 2556mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

30.06.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE COMPLETE’.
30.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.

WODX 33031

Details: wagon ‘WODX 33031 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33031(MAY BE USED FOR NITRATE TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33054

Details: wagon ‘WODX 33054 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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2.925. Wagon classification starting with ‘WOD’

Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33054(USED FOR NITRATE & GEN.TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

11.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.09.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
11.09.1990 Repair ‘VEHICLE COMPLETE’.
11.09.1990 Repair ‘WHEEL SET’.

WODX 33055

Details: wagon ‘WODX 33055 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33055 (USED FOR DANGEROUS GOODS)
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

WODX 33063

Details: wagon ‘WODX 33063 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33063(MAY BE USED FOR NITRATE TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

25.09.1990 Repair ‘STEP’.

WODX 33066

Details: wagon ‘WODX 33066 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33066
Wagon Width: 2556mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33067

Details: wagon ‘WODX 33067 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
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2.925. Wagon classification starting with ‘WOD’

Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33067(USED FOR NITRATE & GEN TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

21.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
21.05.1991 Repair ‘BOGIE COMPLETE’.
21.05.1991 Repair ‘BRAKE LEVER’.
21.05.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
21.05.1991 Repair ‘TRAIN PIPE’.
22.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.07.1993 Repair ‘COUPLER KNUCKLE’.
22.07.1993 Repair ‘DOOR LOCK MECHANISM’.
22.07.1993 Repair ‘DOOR OPENING MECHANISM’.
22.07.1993 Repair ‘EMPTY LOAD VALVE’.
22.07.1993 Repair ‘GRADE CONTROL VALVE’.
31.07.1993 Repair ‘BODY COMPLETE’.
31.07.1993 Repair ‘BODY COMPLETE’.
31.07.1993 Repair ‘HANDBRAKE HANDLE’.

WODX 33072

11.05.1994 Reclassified from wagon ‘WODX 33072 P’ to ’ wagon ‘ROAX 33072 B’.

WODX 33077

20.05.1988 Reclassified from wagon ‘WODX 33077 Y’ to ’ wagon ‘WOAX 33077 F’.

WODX 33098

24.06.1994 Repair ‘VEHICLE CUT FOR SCRAP’.

WODX 33103

Details: wagon ‘WODX 33103 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
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2. TIMS GROUP INFORMATION - WAGONS

Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33103(MAY BE USED FOR NITRATR TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

10.02.1994 Repair ‘COUPLER KNUCKLE PIN’.
08.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Repair ‘VEHICLE COMPLETE’.
22.06.1995 Repair ‘VEHICLE COMPLETE’.

WODX 33108

14.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.
15.12.1994 Reclassified from wagon ‘WODX 33108 U’ to ’ wagon ‘ROAX 33108 G’.

WODX 33117

Details: wagon ‘WODX 33117 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33117(MAY BE USED FOR NITRATE TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes
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2.925. Wagon classification starting with ‘WOD’

WODX 33131

Details: wagon ‘WODX 33131 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33131(USED FOR NITRATE & GEN.TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
21.08.1990 Repair ‘COUPLER KNUCKLE’.
21.08.1990 Repair ‘EMPTY LOAD VALVE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Repair ‘TRAIN PIPE (END)’.

WODX 33132

27.06.1992 Repair ‘HANDRAILS’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.

New class: ‘ROAX’.
30.12.1994 Reclassified from wagon ‘WODX 33132 N’ to ’ wagon ‘ROAX 33132 W’.

WODX 33133

28.10.1994 Reclassified from wagon ‘WODX 33133 W’ to ’ wagon ‘ROAX 33133 X’.

WODX 33140

Details: wagon ‘WODX 33140 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
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2. TIMS GROUP INFORMATION - WAGONS

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33140 (USED FOR DANGEROUS GOODS)
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

WODX 33143

Details: wagon ‘WODX 33143 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX33143(MAY BE USED FOR NITRATE TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33146

Details: wagon ‘WODX 33146 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
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2.925. Wagon classification starting with ‘WOD’

Intended Use: GENERAL
Remarks: EX WOAX 33146(MAY BE USED FOR NITRATE TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

17.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1990 Repair ‘EMPTY LOAD VALVE’.
17.10.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1990 Repair ‘YOKE CARRIER’.
15.07.1994 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Repair ‘VEHICLE COMPLETE’.

WODX 33156

Details: wagon ‘WODX 33156 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33156(USED FOR NITRATE & GEN.TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33160

04.11.1994 Reclassified from wagon ‘WODX 33160 T’ to ’ wagon ‘ROAX 33160 F’.

WODX 33169

Details: wagon ‘WODX 33169 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33169 (USED FOR DANGEROUS GOODS)
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

WODX 33174

04.11.1994 Reclassified from wagon ‘WODX 33174 R’ to ’ wagon ‘ROAX 33174 D’.

WODX 33180

Details: wagon ‘WODX 33180 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33180(USED FOR NITRATE & GEN TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33186

Details: wagon ‘WODX 33186 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
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2.925. Wagon classification starting with ‘WOD’

Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33186(MAY BE USED FOR NITRATE TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WODX 33191

16.08.1988 Reclassified from wagon ‘WODX 33191 G’ to ’ wagon ‘WOAX 33191 U’.

WODX 33199

Details: wagon ‘WODX 33199 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33199(USED FOR DANGEROUS GOODS)
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 51.3 tonnes

WODX 33200

09.07.1994 Reclassified from wagon ‘WODX 33200 B’ to ’ wagon ‘ROAX 33200 K’.
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WODX 33205

Details: wagon ‘WODX 33205 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33205
Wagon Width: 2556mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WOAX’ OPEN WAGONS TO ‘ROAX‘. (NRC042)’.
New class: ‘ROAX’.

WODX 33218

Details: wagon ‘WODX 33218 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33218 (MAY BE USED NITRATE TRAFF
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33219

Details: wagon ‘WODX 33219 V’ in AN ‘Mainland Division’.
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2.926. Wagon classification starting with ‘WOG’

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33219(USED FOR NITRATE & GEN TRA
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

WODX 33231

Details: wagon ‘WODX 33231 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33231(MAY BE USED FOR NITRATE TR
Wagon Width: 2556mm
Wagon Height: 1524mm
BSG Code: WXOZ

Capacity of 54.3 tonnes

2.926 Wagon classification starting with ‘WOG’

WOG 31213

14.11.1990 Reclassified from wagon ‘WOG 31213 G’ to ’ wagon ‘WOS 31213 T’.
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WOG 31214

Details: wagon ‘WOG 31214 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31221

Details: wagon ‘WOG 31221 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31222

Details: wagon ‘WOG 31222 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31228

Details: wagon ‘WOG 31228 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31245

Details: wagon ‘WOG 31245 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31248

26.04.1990 Reclassified from wagon ‘WOG 31248 G’ to ’ wagon ‘WOS 31248 T’.
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WOG 31251

Details: wagon ‘WOG 31251 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: COAL
Remarks: EX WOC31251X
BSG Code: WSOE

Capacity of 74.3 tonnes

17.03.1990 Repair ‘VEHICLE RECLASSIFY’.
17.03.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOC 31251 X’

WOG 31260

14.04.1989 Reclassified from wagon ‘WOG 31260 T’ to ’ wagon ‘WOS 31260 J’.

WOG 31266

Details: wagon ‘WOG 31266 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes
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2.926. Wagon classification starting with ‘WOG’

WOG 31280

Details: wagon ‘WOG 31280 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31297

Details: wagon ‘WOG 31297 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31300

Details: wagon ‘WOG 31300 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GYPSUM
BSG Code: WSOU

Capacity of 74.3 tonnes

WOG 31405

Details: wagon ‘WOG 31405 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GYPSUM

Capacity of 74.3 tonnes

2.927 Wagon classification starting with ‘WOO’

WOO 33012

Details: wagon ‘WOO 33012 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WOAX 33012 E
BSG Code: WXOZ

Capacity of 51 tonnes
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2.928. Wagon classification starting with ‘WOS’

14.07.1995 Repair ‘VEHICLE RECLASSIFY’.
14.07.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAX 33012 E’

2.928 Wagon classification starting with ‘WOS’

WOS 31204

Details: wagon ‘WOS 31204 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31205

Details: wagon ‘WOS 31205 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31207

Details: wagon ‘WOS 31207 B’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON EX WOS
BSG Code: WSOO

Capacity of 74.1 tonnes

WOS 31209

Details: wagon ‘WOS 31209 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31212

Details: wagon ‘WOS 31212 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
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2.928. Wagon classification starting with ‘WOS’

Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31213

Details: wagon ‘WOS 31213 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GYPSUM
Remarks: EX WOG 31213 G
BSG Code: WSOU

Capacity of 74.3 tonnes

14.11.1990 Repair ‘VEHICLE RECLASSIFY’.
14.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOG 31213 G’

WOS 31216

Details: wagon ‘WOS 31216 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes
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WOS 31218

Details: wagon ‘WOS 31218 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31219

Details: wagon ‘WOS 31219 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31220

Details: wagon ‘WOS 31220 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.928. Wagon classification starting with ‘WOS’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WO 31220 M
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31225

Details: wagon ‘WOS 31225 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31226

Details: wagon ‘WOS 31226 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes
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WOS 31230

Details: wagon ‘WOS 31230 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31232

Details: wagon ‘WOS 31232 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31234

Details: wagon ‘WOS 31234 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.928. Wagon classification starting with ‘WOS’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31235

Details: wagon ‘WOS 31235 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31236

Details: wagon ‘WOS 31236 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes
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WOS 31241

Details: wagon ‘WOS 31241 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31243

Details: wagon ‘WOS 31243 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31247

Details: wagon ‘WOS 31247 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.928. Wagon classification starting with ‘WOS’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31248

Details: wagon ‘WOS 31248 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
Remarks: EX WOG 31248 G
BSG Code: WSOZ

Capacity of 74.3 tonnes

26.04.1990 Repair ‘VEHICLE RECLASSIFY’.
26.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOG 31248 G’

WOS 31250

Details: wagon ‘WOS 31250 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes
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WOS 31252

Details: wagon ‘WOS 31252 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WO 31252 X
BSG Code: WSOZ

Capacity of 74.3 tonnes

13.08.1989 Repair ‘VEHICLE RECLASSIFY’.
13.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WO 31252 X’

WOS 31257

Details: wagon ‘WOS 31257 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: ORE
Remarks: EX WO 31257
BSG Code: WSOO

Capacity of 74.1 tonnes

WOS 31258

Details: wagon ‘WOS 31258 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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2.928. Wagon classification starting with ‘WOS’

Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31260

Details: wagon ‘WOS 31260 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOG 31260 T
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31261

Details: wagon ‘WOS 31261 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
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Remarks: IRON ORE WAGON EX WO 31261
BSG Code: WSOO

Capacity of 74.1 tonnes

WOS 31270

Details: wagon ‘WOS 31270 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WO 31270 G
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31271

Details: wagon ‘WOS 31271 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31272

Details: wagon ‘WOS 31272 M’ in AN ‘Mainland Division’.
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2.928. Wagon classification starting with ‘WOS’

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31274

Details: wagon ‘WOS 31274 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31277

Details: wagon ‘WOS 31277 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX WO 31277 A
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31282

Details: wagon ‘WOS 31282 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31283

Details: wagon ‘WOS 31283 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER
Remarks: SUPER TRAFFIC
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31285

Details: wagon ‘WOS 31285 B’ in AN ‘Mainland Division’.
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2.928. Wagon classification starting with ‘WOS’

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31288

Details: wagon ‘WOS 31288 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31289

Details: wagon ‘WOS 31289 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
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2. TIMS GROUP INFORMATION - WAGONS

BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31290

Details: wagon ‘WOS 31290 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31291

Details: wagon ‘WOS 31291 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
Remarks: EX WO 31291 X
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31292

Details: wagon ‘WOS 31292 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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2.928. Wagon classification starting with ‘WOS’

Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31293

Details: wagon ‘WOS 31293 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31294

Details: wagon ‘WOS 31294 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ
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Capacity of 74.3 tonnes

WOS 31299

Details: wagon ‘WOS 31299 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31305

Details: wagon ‘WOS 31305 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER
Remarks: EX WOAS 31305
BSG Code: WSOZ

Capacity of 49.2 tonnes

WOS 31308

Details: wagon ‘WOS 31308 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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2.928. Wagon classification starting with ‘WOS’

Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: ORE
Remarks: EX WOA 31308 WOAS 31308Q
BSG Code: WSOO

Capacity of 74.3 tonnes

05.04.1990 Repair ‘VEHICLE RECLASSIFY’.
05.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAS 31308 Q’

WOS 31309

Details: wagon ‘WOS 31309 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOAS 31309 C
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31310

Details: wagon ‘WOS 31310 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOAS 31310 V
BSG Code: WSOZ

Capacity of 74.3 tonnes

17.11.1990 Repair ‘VEHICLE RECLASSIFY’.
17.11.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAS 31310 V’

WOS 31315

Details: wagon ‘WOS 31315 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOA 31315 N
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31320

Details: wagon ‘WOS 31320 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER
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2.928. Wagon classification starting with ‘WOS’

Remarks: EX WOAS 31320 G
BSG Code: WSOZ

Capacity of 49.2 tonnes

30.05.1990 Repair ‘VEHICLE RECLASSIFY’.
30.05.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAS 31320 G’

WOS 31322

Details: wagon ‘WOS 31322 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOAS 31322 B
BSG Code: WSOZ

Capacity of 74.3 tonnes

28.04.1990 Repair ‘VEHICLE RECLASSIFY’.
28.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAS 31322 B’

WOS 31324

Details: wagon ‘WOS 31324 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER
Remarks: EX WOAS 31324 T

22569



2. TIMS GROUP INFORMATION - WAGONS

BSG Code: WSOZ

Capacity of 74.3 tonnes

30.06.1990 Repair ‘VEHICLE RECLASSIFY’.
30.06.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAS 31324 T’

WOS 31326

Details: wagon ‘WOS 31326 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON (EX WOAS 31326YH)
BSG Code: WSOO

Capacity of 73.5 tonnes

WOS 31331

Details: wagon ‘WOS 31331 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON EX WOA31331
BSG Code: WSOO

Capacity of 73.5 tonnes
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2.928. Wagon classification starting with ‘WOS’

WOS 31334

Details: wagon ‘WOS 31334 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER
Remarks: EX WOAS 31334 E
BSG Code: WSOZ

Capacity of 74.3 tonnes

26.04.1990 Repair ‘VEHICLE RECLASSIFY’.
26.04.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOAS 31334 E’

WOS 31335

Details: wagon ‘WOS 31335 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON (EX WOAS 31335NG)
BSG Code: WSOO

Capacity of 73.5 tonnes

WOS 31338

Details: wagon ‘WOS 31338 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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2. TIMS GROUP INFORMATION - WAGONS

Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOAS 31338 R
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31339

Details: wagon ‘WOS 31339 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WOA 31339 T
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31402

Details: wagon ‘WOS 31402 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
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2.928. Wagon classification starting with ‘WOS’

Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31403

Details: wagon ‘WOS 31403 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
Remarks: EX WO 31403 Y
BSG Code: WSOZ

Capacity of 74.3 tonnes

13.08.1989 Repair ‘VEHICLE RECLASSIFY’.
13.08.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WO 31403 Y’

WOS 31404

Details: wagon ‘WOS 31404 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: SUPER
BSG Code: WSOZ

Capacity of 74.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WOS 31406

Details: wagon ‘WOS 31406 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOS 31409

Details: wagon ‘WOS 31409 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: ORE
Remarks: IRON ORE WAGON EX WO 31409
BSG Code: WSOO

Capacity of 74.1 tonnes

WOS 31410

Details: wagon ‘WOS 31410 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 21.1tonne
Current Gauge: Standard
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2.928. Wagon classification starting with ‘WOS’

Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: SUPER BULK
BSG Code: WSOZ

Capacity of 74.3 tonnes

WOSF 33016

Details: wagon ‘WOSF 33016 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33016
BSG Code: WSOI

Capacity of 51.3 tonnes

WOSF 33038

Details: wagon ‘WOSF 33038 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOSX 33038 N
BSG Code: WSOI

Capacity of 54.3 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘BOGIE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘. (NRC043)’.

New class: ‘RKVX’.

WOSF 33045

Details: wagon ‘WOSF 33045 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EXWGG
BSG Code: WSOI

Capacity of 51.3 tonnes

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BRAKE PIN’.
15.06.1991 Repair ‘HANDBRAKE HANDLE’.
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Repair ‘COUPLER KNUCKLE’.
14.08.1992 Repair ‘SIDE MEMBER’.
02.11.1992 Repair ‘WHEEL SET’.
15.03.1993 Repair ‘BRAKE PIN’.
15.03.1993 Repair ‘WHEEL SET’.

WOSF 33048

17.01.1990 Reclassified from wagon ‘WOSF 33048 S’ to ’ wagon ‘WOSX 33048 V’.

WOSF 33069

Details: wagon ‘WOSF 33069 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.928. Wagon classification starting with ‘WOS’

Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX
BSG Code: WSOI

31.07.1995 Repair ‘VEHICLE COMPLETE’.

WOSF 33079

14.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.05.1993 Repair ‘BOGIE BEARINGS’.
14.05.1993 Repair ‘COUPLER KNUCKLE’.
14.05.1993 Repair ‘WHEEL SET’.
03.03.1994 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘. (NRC043)’.

New class: ‘RKVX’.
31.05.1994 Repair ‘VEHICLE COMPLETE’.
27.10.1994 Reclassified from wagon ‘WOSF 33079 F’ to ’ wagon ‘RKVX 33079 E’.

WOSF 33089

05.07.1988 Reclassified from wagon ‘WOSF 33089 N’ to ’ wagon ‘WOSX 33089 Q’.

WOSF 33110

Details: wagon ‘WOSF 33110 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33110
BSG Code: WXOI

Capacity of 51.3 tonnes

WOSF 33121

23.11.1994 Reclassified from wagon ‘WOSF 33121 P’ to ’ wagon ‘RKVX 33121 Y’.
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2. TIMS GROUP INFORMATION - WAGONS

WOSF 33134

Details: wagon ‘WOSF 33134 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33134
BSG Code: WXOI

Capacity of 51.3 tonnes

WOSF 33139

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘VEHICLE STENCILS’.
05.12.1989 Repair ‘WHEEL SET’.
06.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.12.1989 Repair ‘BOGIE BEARINGS’.
06.12.1989 Repair ‘COUPLER KNUCKLE’.
06.12.1989 Repair ‘EMPTY LOAD VALVE’.
06.12.1989 Repair ‘GRADE CONTROL VALVE’.
24.01.1990 Reclassified from wagon ‘WOSF 33139 D’ to ’ wagon ‘WOSX 33139 G’.

WOSF 33145

Details: wagon ‘WOSF 33145 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
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2.928. Wagon classification starting with ‘WOS’

Remarks: EX WOAX 33145
BSG Code: WSOI

Capacity of 51.3 tonnes

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1990 Repair ‘COUPLER KNUCKLE’.
11.05.1990 Repair ‘EMPTY LOAD VALVE’.
11.05.1990 Repair ‘GRADE CONTROL VALVE’.
11.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BRAKE PULL ROD’.
28.09.1993 Repair ‘UNDERFRAME COMPLETE’.
28.09.1993 Repair ‘VEHICLE COMPLETE’.
28.09.1993 Repair ‘YOKE CARRIER’.

WOSF 33162

Details: wagon ‘WOSF 33162 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33162
BSG Code: WXOI

Capacity of 51.3 tonnes

WOSF 33173

15.06.1994 Reclassified from wagon ‘WOSF 33173 E’ to ’ wagon ‘RKVX 33173 D’.

WOSF 33177

Details: wagon ‘WOSF 33177 R’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WGG 33177
BSG Code: WSOZ

Capacity of 51.3 tonnes

WOSF 33178

Details: wagon ‘WOSF 33178 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX(WGG)
BSG Code: WSOI

12.05.1990 Repair ‘HANDBRAKE HANDLE’.
31.10.1990 Repair ‘HANDBRAKE HANDLE’.
23.12.1994 Repair ‘VEHICLE COMPLETE’.

WOSF 33182

Details: wagon ‘WOSF 33182 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.928. Wagon classification starting with ‘WOS’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSOZ

Capacity of 51 tonnes

29.12.1993 Repair ‘WEAR PLATES & SADDLES’.
14.01.1994 Repair ‘BRAKE BLOCK RB95’.
11.04.1994 Alteration ‘RECLASSIFY ‘WOSF’ STEEL WAGONS TO ‘RKVX‘. (NRC043)’.

New class: ‘RKVX’.
07.07.1994 Repair ‘VEHICLE COMPLETE’.

WOSF 33184

28.10.1988 Reclassified from wagon ‘WOSF 33184 V’ to ’ wagon ‘WOSX 33184 B’.

WOSF 33213

31.05.1994 Reclassified from wagon ‘WOSF 33213 J’ to ’ wagon ‘RKVX 33213 X’.

WOSF 33216

15.06.1994 Reclassified from wagon ‘WOSF 33216 N’ to ’ wagon ‘RKVX 33216 M’.

WOSF 33224

Details: wagon ‘WOSF 33224 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOAX 33224
BSG Code: WSOI

Capacity of 51.3 tonnes

WOSX 33038

30.03.1989 Reclassified from wagon ‘WOSX 33038 N’ to ’ wagon ‘WOSF 33038 K’.
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WOSX 33048

Details: wagon ‘WOSX 33048 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 25.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: STEEL ONLY
Remarks: EX WOSF 33048 S
BSG Code: WXOI

Capacity of 54.3 tonnes

01.11.1989 Repair ‘VEHICLE RECLASSIFY’.
01.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSF 33048 S’
24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Repair ‘VEHICLE RECLASSIFY’.
24.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSF 33048 S’
24.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSF 33048 S’
17.01.1990 Repair ‘VEHICLE RECLASSIFY’.
17.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WOSF 33048 S’
12.03.1991 Repair ‘YOKE CARRIER’.
25.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1992 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
25.08.1992 Repair ‘COUPLER KNUCKLE’.
25.08.1992 Repair ‘EMPTY LOAD VALVE’.
27.05.1995 Repair ‘VEHICLE COMPLETE’.

WOSX 33089

08.04.1992 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
01.10.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
08.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.07.1993 Repair ‘COUPLER KNUCKLE’.
08.07.1993 Repair ‘WHEEL SET’.
18.05.1994 Reclassified from wagon ‘WOSX 33089 Q’ to ’ wagon ‘RKZX 33089 B’.

WOSX 33139

24.01.1990 Repair ‘VEHICLE RECLASSIFY’.
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2.928. Wagon classification starting with ‘WOS’

24.01.1990 Issued at location ‘Australian National’ with a previous code of wagon
‘WOSF 33139 D’

13.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1991 Repair ‘BOGIE BEARERS’.
13.03.1991 Repair ‘COUPLER KNUCKLE’.
13.03.1991 Repair ‘EMPTY LOAD VALVE’.
13.03.1991 Repair ‘GRADE CONTROL VALVE’.
13.03.1991 Repair ‘SIDE BEARER’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘WHEEL SET’.
19.08.1992 Repair ‘VEHICLE STENCILS’.
27.01.1993 Repair ‘HANDBRAKE HANDLE’.
21.06.1993 Repair ‘EMPTY LOAD VALVE’.
24.06.1993 Repair ‘EMPTY LOAD VALVE’.
25.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.08.1993 Repair ‘EMPTY LOAD VALVE’.
25.08.1993 Repair ‘TRAIN PIPE (END)’.
25.08.1993 Repair ‘VEHICLE COMPLETE’.
18.05.1994 Reclassified from wagon ‘WOSX 33139 G’ to ’ wagon ‘RKZX 33139 Y’.

WOSX 33184

07.09.1988 Reclassified from wagon ‘WOSX 33184 B’ to ’ wagon ‘WOSF 33184 V’.
31.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.07.1989 Repair ‘COUPLER KNUCKLE’.
31.07.1989 Repair ‘EMPTY LOAD VALVE’.
31.07.1989 Repair ‘GRADE CONTROL VALVE’.
16.05.1991 Repair ‘YOKE CARRIER’.
27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
27.09.1991 Repair ‘VEHICLE COMPLETE’.
01.10.1992 Repair ‘VEHICLE CHECK LETTER ADDED’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BEARERS’.
02.03.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
02.03.1993 Repair ‘COUPLER KNUCKLE’.
02.03.1993 Repair ‘SIDE BEARER’.
02.03.1993 Repair ‘VEHICLE COMPLETE’.
10.05.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
29.08.1993 Repair ‘YOKE CARRIER’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘COUPLER KNUCKLE’.
31.12.1993 Repair ‘WHEEL SET’.
28.01.1994 Repair ‘WHEEL SET’.
25.05.1994 Reclassified from wagon ‘WOSX 33184 B’ to ’ wagon ‘RKZX 33184 J’.
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2.929 Wagon classification starting with ‘WQA’

WQA 30345

Details: wagon ‘WQA 30345 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30345 W
BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30345 W’

WQA 30396

15.05.1996 Reclassified from wagon ‘WQA 30396 P’ to ’ wagon ‘WQTY 30396 L’.

WQA 30402

29.05.1996 Reclassified from wagon ‘WQA 30402 G’ to ’ wagon ‘WQTY 30402 C’.

WQA 30408

Details: wagon ‘WQA 30408 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30408 B
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2.929. Wagon classification starting with ‘WQA’

BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30408 B’

WQA 30410

29.05.1996 Reclassified from wagon ‘WQA 30410 T’ to ’ wagon ‘WQTY 30410 P’.

WQA 30412

15.05.1996 Reclassified from wagon ‘WQA 30412 Y’ to ’ wagon ‘WQTY 30412 K’.

WQA 30413

12.06.1996 Reclassified from wagon ‘WQA 30413 A’ to ’ wagon ‘WQTY 30413 T’.

WQA 30418

12.06.1996 Reclassified from wagon ‘WQA 30418 W’ to ’ wagon ‘WQTY 30418 S’.

WQA 30430

12.06.1996 Reclassified from wagon ‘WQA 30430 M’ to ’ wagon ‘WQTY 30430 X’.

WQA 31032

Details: wagon ‘WQA 31032 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31032/WFAP31032E
BSG Code: WXMM

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WFAP 31032 E’

22585



2. TIMS GROUP INFORMATION - WAGONS

2.930 Wagon classification starting with ‘WQB’

WQBX 30121

06.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.06.1991 Repair ‘BOGIE BEARERS’.
06.06.1991 Repair ‘BOGIE COMPLETE’.
06.06.1991 Repair ‘BRAKE PULL ROD’.
06.06.1991 Repair ‘COUPLER COMPLETE’.
06.06.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.06.1991 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
06.06.1991 Repair ‘TRAIN PIPE (END)’.
30.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.07.1993 Repair ‘BOGIE SPRING’.
10.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Repair ‘TWIST LOCK’.
10.11.1993 Repair ‘VEHICLE COMPLETE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQBX’ CONTAINER FLATS TO ‘RQOX‘.

(NRC044)’. New class: ‘RQOX’.
07.04.1995 Reclassified from wagon ‘WQBX 30121 W’ to ’ wagon ‘RQOX 30121 K’.

WQBX 30122

26.10.1994 Reclassified from wagon ‘WQBX 30122 X’ to ’ wagon ‘RQOX 30122 T’.

WQBX 30123

04.09.1994 Reclassified from wagon ‘WQBX 30123 R’ to ’ wagon ‘RQOX 30123 F’.

WQBX 30124

24.11.1994 Reclassified from wagon ‘WQBX 30124 D’ to ’ wagon ‘RQOX 30124 Y’.

WQBX 30125

25.08.1994 Reclassified from wagon ‘WQBX 30125 M’ to ’ wagon ‘RQOX 30125 A’.

WQBX 30126

08.07.1994 Reclassified from wagon ‘WQBX 30126 V’ to ’ wagon ‘RQOX 30126 J’.

2.931 Wagon classification starting with ‘WQC’

WQCX 30201

Details: wagon ‘WQCX 30201 Q’ in AN ‘Mainland Division’.

Operator: C
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2.931. Wagon classification starting with ‘WQC’

Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

09.11.1989 Repair ‘SIDE STEP’.
09.11.1989 Repair ‘WHEEL SET’.
13.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1990 Repair ‘BOGIE COMPLETE’.
13.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.06.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
13.06.1990 Repair ‘TRAIN PIPE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1990 Repair ‘BRAKE LEVER’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
18.12.1990 Repair ‘HANDRAILS END’.

WQCX 30202

Details: wagon ‘WQCX 30202 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
22.05.1991 Repair ‘VEHICLE COMPLETE’.
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22.05.1991 Repair ‘VEHICLE STENCILS’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘WHEEL SET’.

WQCX 30203

Details: wagon ‘WQCX 30203 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30204

Details: wagon ‘WQCX 30204 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30205

Details: wagon ‘WQCX 30205 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
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2.931. Wagon classification starting with ‘WQC’

Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

22.10.1993 Repair ‘SIDE STEP’.

WQCX 30206

Details: wagon ‘WQCX 30206 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: FLAT WAGON
BSG Code: WXQZ

Capacity of 57 tonnes

25.06.1993 Repair ‘SIDE STEP’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.

WQCX 30207

Details: wagon ‘WQCX 30207 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

19.03.1991 Repair ‘HANDRAILS’.
09.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.05.1991 Repair ‘COUPLER KNUCKLE’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
09.05.1991 Repair ‘TWIST LOCK’.
25.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.07.1991 Repair ‘BOGIE FRICTION WEDGE’.
25.07.1991 Repair ‘VEHICLE COMPLETE’.

WQCX 30208

Details: wagon ‘WQCX 30208 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

24.07.1989 Repair ‘END HOSE’.
27.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1990 Repair ‘COUPLER KNUCKLE’.
27.09.1990 Repair ‘EMPTY LOAD VALVE’.
27.09.1990 Repair ‘GRADE CONTROL VALVE’.
27.09.1990 Repair ‘WHEEL SET’.
16.01.1991 Repair ‘SIDE STEP’.
12.02.1991 Repair ‘SIDE STEP’.

WQCX 30209

Details: wagon ‘WQCX 30209 T’ in AN ‘Mainland Division’.

Operator: C
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2.931. Wagon classification starting with ‘WQC’

Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

27.07.1989 Repair ‘VEHICLE COMPLETE’.
28.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1991 Repair ‘BOGIE COMPLETE’.
28.02.1991 Repair ‘COUPLER KNUCKLE’.
10.05.1991 Repair ‘STEP’.

WQCX 30210

Details: wagon ‘WQCX 30210 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

04.08.1989 Repair ‘HANDRAILS END’.

WQCX 30211

Details: wagon ‘WQCX 30211 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

13.07.1989 Repair ‘SIDE STEP’.
16.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.08.1989 Repair ‘COUPLER KNUCKLE’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
18.08.1989 Repair ‘TWIST LOCK’.
21.12.1989 Repair ‘VEHICLE COMPLETE’.
07.06.1991 Repair ‘BOGIE FRICTION WEDGE’.
11.06.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.06.1991 Repair ‘COUPLER KNUCKLE’.
11.06.1991 Repair ‘EMPTY LOAD VALVE’.
11.06.1991 Repair ‘GRADE CONTROL VALVE’.
11.06.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.06.1991 Repair ‘VEHICLE COMPLETE’.
18.08.1993 Repair ‘SIDE STEP’.

WQCX 30212

Details: wagon ‘WQCX 30212 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30213

Details: wagon ‘WQCX 30213 T’ in AN ‘Mainland Division’.

Operator: C
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2.931. Wagon classification starting with ‘WQC’

Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

01.10.1990 Repair ‘VEHICLE COMPLETE’.

WQCX 30214

Details: wagon ‘WQCX 30214 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30215

Details: wagon ‘WQCX 30215 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes
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07.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
11.10.1989 Repair ‘HOSE FITTINGS’.
09.02.1990 Repair ‘VEHICLE COMPLETE’.
22.03.1991 Repair ‘HANDRAILS END’.
15.05.1991 Repair ‘HANDRAILS’.
16.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WQCX 30216

Details: wagon ‘WQCX 30216 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

12.08.1991 Repair ‘HANDBRAKE HANDLE’.
06.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WQCX 30217

Details: wagon ‘WQCX 30217 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

24.01.1990 Repair ‘END HOSE’.
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2.931. Wagon classification starting with ‘WQC’

WQCX 30218

Details: wagon ‘WQCX 30218 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30219

Details: wagon ‘WQCX 30219 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30220

Details: wagon ‘WQCX 30220 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

18.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1993 Repair ‘TWIST LOCK’.
18.12.1993 Repair ‘VEHICLE COMPLETE’.

WQCX 30221

Details: wagon ‘WQCX 30221 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

08.09.1989 Repair ‘HANDRAILS’.
02.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
02.05.1990 Repair ‘VEHICLE COMPLETE’.
23.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.07.1990 Repair ‘COUPLER KNUCKLE’.
23.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
23.07.1990 Repair ‘HANDBRAKE HANDLE’.

WQCX 30222

Details: wagon ‘WQCX 30222 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.931. Wagon classification starting with ‘WQC’

Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.

WQCX 30223

Details: wagon ‘WQCX 30223 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

13.01.1990 Repair ‘HANDBRAKE HANDLE’.

WQCX 30224

Details: wagon ‘WQCX 30224 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

17.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1991 Repair ‘SIDE STEP’.
21.09.1992 Repair ‘BEARING MIDLIFE GREASE - AXLEBOX BEARING’.
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WQCX 30225

Details: wagon ‘WQCX 30225 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: FLAT WAGON
BSG Code: WXQZ

Capacity of 57 tonnes

30.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1991 Repair ‘BOGIE BEARERS’.
30.09.1991 Repair ‘BOGIE COMPLETE’.
30.09.1991 Repair ‘END BRAKE COCK’.
14.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.10.1992 Repair ‘BOGIE BEARINGS’.
14.10.1992 Repair ‘VEHICLE STENCILS’.
25.03.1993 Repair ‘HANDBRAKE HANDLE’.
25.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘COUPLER KNUCKLE’.
25.05.1993 Repair ‘EMPTY LOAD VALVE’.
25.05.1993 Repair ‘GRADE CONTROL VALVE’.
25.05.1993 Repair ‘HANDBRAKE HANDLE’.

WQCX 30226

Details: wagon ‘WQCX 30226 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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2.931. Wagon classification starting with ‘WQC’

Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

19.10.1990 Repair ‘HANDBRAKE HANDLE’.
05.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.11.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
05.11.1990 Repair ‘COUPLER KNUCKLE’.
05.11.1990 Repair ‘EMPTY LOAD VALVE’.
05.11.1990 Repair ‘GRADE CONTROL VALVE’.
05.11.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
18.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Repair ‘BRAKE PULL ROD’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘EMPTY LOAD VALVE’.
18.12.1990 Repair ‘END HOSE’.
18.12.1990 Repair ‘GRADE CONTROL VALVE’.
22.08.1992 Repair ‘SIDE STEP’.
08.07.1993 Repair ‘END BRAKE COCK’.

WQCX 30227

Details: wagon ‘WQCX 30227 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

04.04.1991 Repair ‘TWIST LOCK’.

WQCX 30228

Details: wagon ‘WQCX 30228 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

18.12.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
18.12.1990 Repair ‘COUPLER KNUCKLE’.
25.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.11.1991 Repair ‘BRAKE BLOCK RB95’.
25.11.1991 Repair ‘COUPLER KNUCKLE’.
07.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.05.1992 Repair ‘BOGIE BEARERS’.

WQCX 30229

Details: wagon ‘WQCX 30229 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

06.03.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1990 Repair ‘BRAKE BLOCK RB95’.
17.04.1990 Repair ‘COUPLER KNUCKLE’.
17.04.1990 Repair ‘WHEEL SET’.
23.05.1991 Repair ‘STEP’.

WQCX 30230

Details: wagon ‘WQCX 30230 X’ in AN ‘Mainland Division’.

Operator: C
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2.931. Wagon classification starting with ‘WQC’

Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

03.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.

WQCX 30231

Details: wagon ‘WQCX 30231 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

08.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.05.1990 Repair ‘COUPLER KNUCKLE’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘TWIST LOCK’.
08.05.1990 Repair ‘VEHICLE COMPLETE’.
01.05.1992 Repair ‘SIDE STEP’.

WQCX 30232

Details: wagon ‘WQCX 30232 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

11.05.1993 Repair ‘STEP’.
29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRANCH PIPE’.
29.10.1993 Repair ‘COUPLER KNUCKLE’.
29.10.1993 Repair ‘WHEEL SET’.

WQCX 30233

Details: wagon ‘WQCX 30233 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

30.11.1990 Repair ‘BOGIE COMPLETE’.
30.11.1990 Repair ‘COUPLER KNUCKLE’.
30.11.1990 Repair ‘COUPLER TRIGGER LEVER’.
30.11.1990 Repair ‘EMPTY LOAD VALVE’.
30.11.1990 Repair ‘GRADE CONTROL VALVE’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘TWIST LOCK’.
30.11.1990 Repair ‘TWIST LOCK’.
21.01.1991 Repair ‘VEHICLE COMPLETE’.
13.06.1991 Repair ‘SIDE STEP’.

WQCX 30234

Details: wagon ‘WQCX 30234 V’ in AN ‘Mainland Division’.
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2.931. Wagon classification starting with ‘WQC’

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

17.07.1991 Repair ‘HANDRAILS END’.
10.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1993 Repair ‘BOGIE COMPLETE’.

WQCX 30235

Details: wagon ‘WQCX 30235 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

09.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1992 Repair ‘WHEEL SET’.

WQCX 30236

Details: wagon ‘WQCX 30236 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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2. TIMS GROUP INFORMATION - WAGONS

Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

27.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.08.1990 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
27.08.1990 Repair ‘BOGIE COMPLETE’.
27.08.1990 Repair ‘COUPLER KNUCKLE’.
27.08.1990 Repair ‘EMPTY LOAD VALVE’.
27.08.1990 Repair ‘GRADE CONTROL VALVE’.
27.08.1990 Repair ‘WHEEL SET’.
01.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
01.02.1991 Repair ‘TWIST LOCK’.
09.08.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
13.08.1993 Repair ‘SIDE STEP’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
31.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1993 Repair ‘SIDE STEP’.

WQCX 30237

Details: wagon ‘WQCX 30237 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30238

Details: wagon ‘WQCX 30238 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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2.931. Wagon classification starting with ‘WQC’

Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

06.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1989 Repair ‘BRAKE FULCRUM BRACKET’.
06.09.1989 Repair ‘BRAKE PULL ROD’.
06.09.1989 Repair ‘COUPLER KNUCKLE’.
06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
06.09.1989 Repair ‘TRAIN PIPE (END)’.
06.09.1989 Repair ‘VEHICLE COMPLETE’.
15.01.1991 Repair ‘BRAKE SPREADER & HANGERS’.
25.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.01.1993 Repair ‘BOGIE COMPLETE’.
25.01.1993 Repair ‘BRAKE BLOCK OTHER’.
16.06.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30239

Details: wagon ‘WQCX 30239 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

30.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.06.1993 Repair ‘BRAKE BLOCK RB95’.
30.06.1993 Repair ‘EMPTY LOAD VALVE’.
30.06.1993 Repair ‘GRADE CONTROL VALVE’.
30.06.1993 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

WQCX 30240

Details: wagon ‘WQCX 30240 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

10.08.1990 Repair ‘BRAKE BLOCK RB95’.

WQCX 30241

Details: wagon ‘WQCX 30241 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1990 Repair ‘BOGIE SPRING’.
15.08.1990 Repair ‘COUPLER KNUCKLE’.
15.08.1990 Repair ‘EMPTY LOAD VALVE’.
15.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.05.1991 Repair ‘HANDBRAKE HANDLE’.
05.01.1992 Repair ‘HANDRAILS END’.
05.01.1992 Repair ‘SIDE STEP’.
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2.931. Wagon classification starting with ‘WQC’

WQCX 30242

Details: wagon ‘WQCX 30242 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

09.02.1990 Repair ‘VEHICLE COMPLETE’.
30.07.1990 Repair ‘TWIST LOCK’.
17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘COUPLER KNUCKLE PIN’.
05.01.1992 Repair ‘HANDBRAKE HANDLE’.
05.01.1992 Repair ‘HANDRAILS END’.
20.10.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30243

Details: wagon ‘WQCX 30243 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

24.01.1990 Repair ‘HANDRAILS END’.
24.01.1990 Repair ‘SIDE STEP’.
26.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.07.1990 Repair ‘BOGIE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

WQCX 30244

Details: wagon ‘WQCX 30244 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

23.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.03.1990 Repair ‘TWIST LOCK’.
23.03.1990 Repair ‘VEHICLE COMPLETE’.
12.04.1990 Repair ‘TWIST LOCK’.
12.04.1990 Repair ‘TWIST LOCK’.
17.05.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30245

Details: wagon ‘WQCX 30245 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

02.03.1990 Repair ‘HANDRAILS’.
17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
14.12.1990 Repair ‘TWIST LOCK’.
18.02.1991 Repair ‘BOGIE BEARINGS’.
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2.931. Wagon classification starting with ‘WQC’

WQCX 30266

Details: wagon ‘WQCX 30266 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Broad
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30303

Details: wagon ‘WQCX 30303 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

20.09.1989 Repair ‘HANDRAILS’.
23.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
23.09.1989 Repair ‘COUPLER KNUCKLE’.
23.09.1989 Repair ‘EMPTY LOAD VALVE’.
23.09.1989 Repair ‘GRADE CONTROL VALVE’.
23.09.1989 Repair ‘TWIST LOCK’.
23.09.1989 Repair ‘VEHICLE COMPLETE’.
27.11.1990 Repair ‘HANDRAILS’.

WQCX 30308

15.05.1996 Reclassified from wagon ‘WQCX 30308 R’ to ’ wagon ‘WQTY 30308 D’.
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2. TIMS GROUP INFORMATION - WAGONS

WQCX 30321

Details: wagon ‘WQCX 30321 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30325

11.06.1996 Reclassified from wagon ‘WQCX 30325 G’ to ’ wagon ‘WQTY 30325 P’.

WQCX 30328

Details: wagon ‘WQCX 30328 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30329

23.09.1994 Reclassified from wagon ‘WQCX 30329 T’ to ’ wagon ‘RQHX 30329 G’.

WQCX 30331

26.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
26.08.1989 Repair ‘BRAKE BLOCK RB95’.
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2.931. Wagon classification starting with ‘WQC’

26.08.1989 Repair ‘BRAKE PULL ROD’.
26.08.1989 Repair ‘COUPLER KNUCKLE’.
26.08.1989 Repair ‘HANDRAILS’.
26.08.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.08.1989 Repair ‘VEHICLE COMPLETE’.
26.08.1989 Repair ‘WHEEL SET’.
15.09.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
06.11.1990 Repair ‘END HOSE’.
10.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.12.1992 Repair ‘VEHICLE COMPLETE’.
25.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO ‘RQHX‘.

(NRC045)’. New class: ‘RQHX’.

WQCX 30332

05.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.06.1990 Repair ‘TRAIN PIPE’.
28.02.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1991 Repair ‘COUPLER KNUCKLE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO ‘RQHX‘.

(NRC045)’. New class: ‘RQHX’.

WQCX 30334

03.09.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
20.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO ‘RQHX‘.

(NRC045)’. New class: ‘RQHX’.

WQCX 30335

Details: wagon ‘WQCX 30335 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

22611



2. TIMS GROUP INFORMATION - WAGONS

Capacity of 57 tonnes

10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.04.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

WQCX 30336

Details: wagon ‘WQCX 30336 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

29.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1993 Repair ‘BRAKE BLOCK RB95’.
29.10.1993 Repair ‘BRAKE SPREADER & HANGERS’.
29.10.1993 Repair ‘VEHICLE COMPLETE’.

WQCX 30337

29.05.1996 Reclassified from wagon ‘WQCX 30337 J’ to ’ wagon ‘WQTY 30337 S’.

WQCX 30338

Details: wagon ‘WQCX 30338 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ
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2.931. Wagon classification starting with ‘WQC’

Capacity of 57 tonnes

13.10.1989 Repair ‘HANDBRAKE HANDLE’.
16.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
07.05.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30339

Details: wagon ‘WQCX 30339 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

30.07.1991 Repair ‘SIDE STEP’.
11.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1993 Repair ‘HANDBRAKE HANDLE’.
15.01.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30340

Details: wagon ‘WQCX 30340 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: FLAT WAGON
BSG Code: WXQZ
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Capacity of 57 tonnes

03.06.1994 Repair ‘VEHICLE COMPLETE’.
08.11.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30341

29.05.1996 Reclassified from wagon ‘WQCX 30341 J’ to ’ wagon ‘WQTY 30341 S’.

WQCX 30342

Details: wagon ‘WQCX 30342 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

07.10.1990 Repair ‘HANDRAILS’.
16.07.1994 Repair ‘VEHICLE COMPLETE’.
07.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30343

Details: wagon ‘WQCX 30343 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes
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2.931. Wagon classification starting with ‘WQC’

14.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
17.03.1991 Repair ‘COUPLER KNUCKLE PIN’.

WQCX 30344

Details: wagon ‘WQCX 30344 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

18.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1991 Repair ‘BRAKE BLOCK RB95’.
18.01.1991 Repair ‘COUPLER KNUCKLE’.
18.01.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1991 Repair ‘WHEEL SET’.

WQCX 30345

08.07.1989 Repair ‘BRAKE SPREADER & HANGERS’.
03.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.09.1990 Repair ‘COUPLER KNUCKLE’.
03.09.1990 Repair ‘WHEEL SET’.
25.05.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1995 Reclassified from wagon ‘WQCX 30345 W’ to ’ wagon ‘WQA 30345 M’.

WQCX 30346

Details: wagon ‘WQCX 30346 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

23.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.08.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.08.1989 Repair ‘BRAKE BLOCK RB95’.
23.08.1989 Repair ‘COUPLER COMPLETE’.
23.08.1989 Repair ‘HANDBRAKE HANDLE’.
30.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.08.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
30.08.1989 Repair ‘BOGIE COMPLETE’.
30.08.1989 Repair ‘COUPLER KNUCKLE’.
06.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1993 Repair ‘BOGIE COMPLETE’.
06.11.1993 Repair ‘TRAIN PIPE’.
06.11.1993 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30347

29.05.1996 Reclassified from wagon ‘WQCX 30347 R’ to ’ wagon ‘WQTY 30347 D’.

WQCX 30348

Details: wagon ‘WQCX 30348 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

01.08.1994 Repair ‘VEHICLE COMPLETE’.
10.08.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30349

12.06.1996 Reclassified from wagon ‘WQCX 30349 M’ to ’ wagon ‘WQTY 30349 V’.
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WQCX 30351

03.06.1996 Reclassified from wagon ‘WQCX 30351 R’ to ’ wagon ‘WQTY 30351 D’.

WQCX 30352

12.06.1996 Reclassified from wagon ‘WQCX 30352 D’ to ’ wagon ‘WQTY 30352 M’.

WQCX 30353

Details: wagon ‘WQCX 30353 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

28.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.08.1990 Repair ‘BRAKE BLOCK RB95’.
28.08.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
28.08.1990 Repair ‘VEHICLE COMPLETE’.
17.10.1991 Repair ‘COUPLER KNUCKLE’.
05.09.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30354

Details: wagon ‘WQCX 30354 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

02.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.06.1990 Repair ‘BOGIE COMPLETE’.
02.06.1990 Repair ‘COUPLER KNUCKLE’.
28.09.1991 Repair ‘BOGIE FRICTION WEDGE’.
28.09.1991 Repair ‘VEHICLE COMPLETE’.

WQCX 30355

Details: wagon ‘WQCX 30355 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.02.1990 Repair ‘HANDRAILS END’.
19.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.09.1990 Repair ‘BRANCH PIPE’.
19.09.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
19.09.1990 Repair ‘COUPLER KNUCKLE’.
19.09.1990 Repair ‘TRAIN PIPE’.
07.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.06.1993 Repair ‘COUPLER KNUCKLE’.
07.06.1993 Repair ‘EMPTY LOAD VALVE’.
07.06.1993 Repair ‘GRADE CONTROL VALVE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30356

Details: wagon ‘WQCX 30356 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30357

12.06.1996 Reclassified from wagon ‘WQCX 30357 C’ to ’ wagon ‘WQTY 30357 L’.

WQCX 30358

12.06.1996 Reclassified from wagon ‘WQCX 30358 L’ to ’ wagon ‘WQTY 30358 U’.

WQCX 30359

Details: wagon ‘WQCX 30359 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

22.07.1989 Repair ‘BOGIE COMPLETE’.
22.07.1989 Repair ‘COUPLER KNUCKLE’.
22.07.1989 Repair ‘EMPTY LOAD VALVE’.
22.07.1989 Repair ‘GRADE CONTROL VALVE’.
14.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
14.11.1989 Repair ‘HOSE FITTINGS’.
29.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.03.1990 Repair ‘COUPLER KNUCKLE’.
29.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
12.02.1992 Repair ‘HANDRAILS’.
12.02.1992 Repair ‘SIDE STEP’.
11.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.05.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
20.11.1992 Repair ‘COUPLER KNUCKLE’.
20.11.1992 Repair ‘EMPTY LOAD VALVE’.
20.11.1992 Repair ‘GRADE CONTROL VALVE’.
09.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1993 Repair ‘BRAKE LEVER’.
09.03.1993 Repair ‘COUPLER KNUCKLE’.
09.03.1993 Repair ‘WHEEL SET’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30360

Details: wagon ‘WQCX 30360 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30361

12.06.1996 Reclassified from wagon ‘WQCX 30361 C’ to ’ wagon ‘WQTY 30361 L’.

WQCX 30362

Details: wagon ‘WQCX 30362 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes
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04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
29.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.07.1991 Repair ‘COUPLER KNUCKLE’.
29.07.1991 Repair ‘COUPLER KNUCKLE PIN’.
15.10.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30363

Details: wagon ‘WQCX 30363 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

24.06.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Repair ‘VEHICLE COMPLETE’.
02.09.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Repair ‘VEHICLE COMPLETE’.
13.12.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30364

12.06.1996 Reclassified from wagon ‘WQCX 30364 G’ to ’ wagon ‘WQTY 30364 P’.

WQCX 30365

Details: wagon ‘WQCX 30365 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXQZ

Capacity of 57 tonnes

07.01.1991 Repair ‘WHEEL SET’.
29.09.1991 Repair ‘HANDBRAKE HANDLE’.
17.09.1994 Repair ‘VEHICLE COMPLETE’.
14.01.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30366

Details: wagon ‘WQCX 30366 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

03.06.1990 Repair ‘HANDRAILS’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30367

Details: wagon ‘WQCX 30367 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ
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Capacity of 57 tonnes

19.11.1990 Repair ‘HANDRAILS END’.
27.11.1990 Repair ‘HANDRAILS’.
13.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.04.1993 Repair ‘COUPLER COMPLETE’.
13.04.1993 Repair ‘COUPLER KNUCKLE’.
21.10.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30368

12.06.1996 Reclassified from wagon ‘WQCX 30368 T’ to ’ wagon ‘WQTY 30368 F’.

WQCX 30369

15.05.1996 Reclassified from wagon ‘WQCX 30369 F’ to ’ wagon ‘WQTY 30369 Y’.

WQCX 30370

29.05.1996 Reclassified from wagon ‘WQCX 30370 B’ to ’ wagon ‘WQTY 30370 K’.

WQCX 30371

29.05.1996 Reclassified from wagon ‘WQCX 30371 K’ to ’ wagon ‘WQTY 30371 T’.

WQCX 30372

Details: wagon ‘WQCX 30372 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

30.07.1990 Repair ‘COUPLER KNUCKLE’.
30.07.1990 Repair ‘END BRAKE COCK’.
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Repair ‘VEHICLE COMPLETE’.
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WQCX 30373

Details: wagon ‘WQCX 30373 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: FLAT WAGON
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30374

12.06.1996 Reclassified from wagon ‘WQCX 30374 Y’ to ’ wagon ‘WQTY 30374 A’.

WQCX 30375

15.05.1996 Reclassified from wagon ‘WQCX 30375 A’ to ’ wagon ‘WQTY 30375 J’.

WQCX 30376

29.05.1996 Reclassified from wagon ‘WQCX 30376 J’ to ’ wagon ‘WQTY 30376 S’.

WQCX 30377

Details: wagon ‘WQCX 30377 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ
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Capacity of 57 tonnes

20.09.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30378

15.05.1996 Reclassified from wagon ‘WQCX 30378 E’ to ’ wagon ‘WQTY 30378 N’.

WQCX 30379

29.05.1996 Reclassified from wagon ‘WQCX 30379 N’ to ’ wagon ‘WQTY 30379 W’.

WQCX 30380

12.06.1996 Reclassified from wagon ‘WQCX 30380 J’ to ’ wagon ‘WQTY 30380 S’.

WQCX 30381

Details: wagon ‘WQCX 30381 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

28.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
09.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

WQCX 30382

Details: wagon ‘WQCX 30382 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

18.12.1989 Repair ‘BRAKE BLOCK RB95’.
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘BOGIE ADAPTER’.
29.10.1991 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

WQCX 30383

Details: wagon ‘WQCX 30383 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1990 Repair ‘COUPLER KNUCKLE’.
15.03.1990 Repair ‘EMPTY LOAD VALVE’.
15.03.1990 Repair ‘GRADE CONTROL VALVE’.

WQCX 30384

Details: wagon ‘WQCX 30384 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ
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Capacity of 57 tonnes

30.01.1990 Repair ‘SIDE STEP’.
18.10.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.10.1990 Repair ‘SIDE STEP’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
08.09.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30385

29.05.1996 Reclassified from wagon ‘WQCX 30385 X’ to ’ wagon ‘WQTY 30385 R’.

WQCX 30386

29.05.1996 Reclassified from wagon ‘WQCX 30386 R’ to ’ wagon ‘WQTY 30386 D’.

WQCX 30387

18.06.1996 Reclassified from wagon ‘WQCX 30387 D’ to ’ wagon ‘WQTY 30387 M’.

WQCX 30388

Details: wagon ‘WQCX 30388 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

29.07.1990 Repair ‘HANDBRAKE HANDLE’.
14.01.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1992 Repair ‘BOGIE BEARINGS’.
13.01.1993 Repair ‘HANDRAILS’.

WQCX 30390

Details: wagon ‘WQCX 30390 R’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

19.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1993 Repair ‘BOGIE COMPLETE’.
19.08.1993 Repair ‘COUPLER COMPLETE’.
01.02.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30391

Details: wagon ‘WQCX 30391 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

20.12.1989 Repair ‘HANDRAILS’.
20.12.1989 Repair ‘SIDE STEP’.
28.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.01.1992 Repair ‘BOGIE COMPLETE’.
28.01.1992 Repair ‘BRAKE PULL ROD’.
28.01.1992 Repair ‘COUPLER KNUCKLE’.
28.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
28.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.11.1992 Repair ‘END BRAKE COCK’.
26.11.1992 Repair ‘END HOSE’.
26.11.1992 Repair ‘TRAIN PIPE (END)’.

WQCX 30392

15.05.1996 Reclassified from wagon ‘WQCX 30392 M’ to ’ wagon ‘WQTY 30392 V’.
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WQCX 30393

12.06.1996 Reclassified from wagon ‘WQCX 30393 V’ to ’ wagon ‘WQTY 30393 H’.

WQCX 30394

29.05.1996 Reclassified from wagon ‘WQCX 30394 H’ to ’ wagon ‘WQTY 30394 Q’.

WQCX 30395

12.06.1996 Reclassified from wagon ‘WQCX 30395 Q’ to ’ wagon ‘WQTY 30395 C’.

WQCX 30396

29.08.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
01.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.09.1989 Repair ‘BRAKE BLOCK RB95’.
01.09.1989 Repair ‘COUPLER KNUCKLE’.
01.09.1989 Repair ‘GRADE CONTROL VALVE’.
13.07.1994 Repair ‘VEHICLE COMPLETE’.
27.07.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30397

29.05.1996 Reclassified from wagon ‘WQCX 30397 L’ to ’ wagon ‘WQTY 30397 U’.

WQCX 30398

29.05.1996 Reclassified from wagon ‘WQCX 30398 U’ to ’ wagon ‘WQTY 30398 G’.

WQCX 30399

12.06.1996 Reclassified from wagon ‘WQCX 30399 G’ to ’ wagon ‘WQTY 30399 P’.

WQCX 30400

12.06.1996 Reclassified from wagon ‘WQCX 30400 V’ to ’ wagon ‘WQTY 30400 H’.

WQCX 30401

15.05.1996 Reclassified from wagon ‘WQCX 30401 H’ to ’ wagon ‘WQTY 30401 Q’.

WQCX 30402

16.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1989 Repair ‘BOGIE BEARERS’.
01.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1993 Repair ‘BOGIE COMPLETE’.
01.10.1993 Repair ‘EMPTY LOAD VALVE’.
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27.09.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30403

Details: wagon ‘WQCX 30403 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

04.06.1990 Repair ‘SIDE STEP’.
15.02.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.11.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30404

21.06.1996 Reclassified from wagon ‘WQCX 30404 L’ to ’ wagon ‘WQTY 30404 U’.

WQCX 30405

Details: wagon ‘WQCX 30405 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

21.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘COUPLER KNUCKLE’.
21.06.1990 Repair ‘EMPTY LOAD VALVE’.
21.06.1990 Repair ‘GRADE CONTROL VALVE’.
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WQCX 30406

Details: wagon ‘WQCX 30406 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30407

29.05.1996 Reclassified from wagon ‘WQCX 30407 P’ to ’ wagon ‘WQTY 30407 B’.

WQCX 30408

02.01.1991 Repair ‘BOGIE BEARINGS’.
07.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.04.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.03.1995 Reclassified from wagon ‘WQCX 30408 B’ to ’ wagon ‘WQA 30408 Y’.

WQCX 30409

29.05.1996 Reclassified from wagon ‘WQCX 30409 K’ to ’ wagon ‘WQTY 30409 T’.

WQCX 30411

Details: wagon ‘WQCX 30411 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes
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09.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.06.1990 Repair ‘END BRAKE COCK’.
09.06.1990 Repair ‘NYLON HOSE’.
09.06.1990 Repair ‘TRAIN PIPE (END)’.

WQCX 30412

18.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.01.1990 Repair ‘BOGIE SPRING’.
15.03.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1991 Repair ‘SIDE STEP’.

WQCX 30413

18.02.1991 Repair ‘HANDRAILS’.
13.05.1991 Repair ‘VEHICLE COMPLETE’.

WQCX 30414

Details: wagon ‘WQCX 30414 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30415

Details: wagon ‘WQCX 30415 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
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BSG Code: WXQZ

Capacity of 57 tonnes

09.11.1989 Repair ‘BRAKE PULL ROD’.
09.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
09.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
16.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
16.11.1989 Repair ‘BRAKE LEVER’.
16.11.1989 Repair ‘BRAKE PULL ROD’.
16.11.1989 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1989 Repair ‘COUPLER KNUCKLE’.
16.11.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.07.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30416

Details: wagon ‘WQCX 30416 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

20.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.03.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
20.03.1991 Repair ‘COUPLER KNUCKLE’.
20.03.1991 Repair ‘EMPTY LOAD VALVE’.
20.03.1991 Repair ‘GRADE CONTROL VALVE’.

WQCX 30417

12.06.1996 Reclassified from wagon ‘WQCX 30417 A’ to ’ wagon ‘WQTY 30417 J’.

WQCX 30418

10.07.1989 Repair ‘END HOSE’.
20.11.1989 Repair ‘END HOSE’.
02.07.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
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13.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1990 Repair ‘EMPTY LOAD VALVE’.
13.09.1990 Repair ‘GRADE CONTROL VALVE’.
13.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

WQCX 30419

15.05.1996 Reclassified from wagon ‘WQCX 30419 S’ to ’ wagon ‘WQTY 30419 E’.

WQCX 30420

12.06.1996 Reclassified from wagon ‘WQCX 30420 Y’ to ’ wagon ‘WQTY 30420 A’.

WQCX 30421

29.05.1996 Reclassified from wagon ‘WQCX 30421 A’ to ’ wagon ‘WQTY 30421 J’.

WQCX 30422

Details: wagon ‘WQCX 30422 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.06.1990 Repair ‘VEHICLE COMPLETE’.
10.05.1991 Repair ‘BRAKE LEVER’.
10.05.1991 Repair ‘BRAKE PIN’.
10.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
17.09.1992 Repair ‘HANDRAILS’.

WQCX 30423

Details: wagon ‘WQCX 30423 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

20.05.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30424

Details: wagon ‘WQCX 30424 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

25.06.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.11.1993 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30425

Details: wagon ‘WQCX 30425 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ
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Capacity of 57 tonnes

12.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1992 Repair ‘BOGIE COMPLETE’.
12.11.1992 Repair ‘COUPLER KNUCKLE’.
12.11.1992 Repair ‘GRADE CONTROL VALVE’.
28.03.1994 Repair ‘WEAR PLATES & SADDLES’.

WQCX 30426

Details: wagon ‘WQCX 30426 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

25.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1989 Repair ‘VEHICLE COMPLETE’.
19.03.1991 Repair ‘TRAIN PIPE (END)’.

WQCX 30427

29.05.1996 Reclassified from wagon ‘WQCX 30427 X’ to ’ wagon ‘WQTY 30427 R’.

WQCX 30428

Details: wagon ‘WQCX 30428 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ
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Capacity of 57 tonnes

30.06.1991 Repair ‘SIDE STEP’.
16.12.1991 Repair ‘AXLEBOX’.

WQCX 30429

Details: wagon ‘WQCX 30429 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.09.1990 Repair ‘SIDE STEP’.

WQCX 30430

08.05.1990 Repair ‘SIDE STEP’.
11.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.06.1990 Repair ‘COUPLER KNUCKLE’.
11.06.1990 Repair ‘TWIST LOCK’.

WQCX 30431

Details: wagon ‘WQCX 30431 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes
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08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.

WQCX 30432

Details: wagon ‘WQCX 30432 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

04.07.1990 Repair ‘HANDRAILS END’.
03.01.1992 Repair ‘VEHICLE STENCILS’.
03.01.1992 Repair ‘WHEEL SET’.
17.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1993 Repair ‘COUPLER KNUCKLE’.

WQCX 30433

Details: wagon ‘WQCX 30433 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30434

Details: wagon ‘WQCX 30434 M’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

20.10.1989 Repair ‘END HOSE’.
11.04.1991 Repair ‘STEP’.

WQCX 30435

Details: wagon ‘WQCX 30435 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘COUPLER KNUCKLE’.
17.07.1990 Repair ‘EMPTY LOAD VALVE’.
17.07.1990 Repair ‘GRADE CONTROL VALVE’.
17.07.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
22.01.1991 Repair ‘VEHICLE COMPLETE’.
28.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1991 Repair ‘BRAKE BLOCK RB95’.
28.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
28.05.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1991 Repair ‘VEHICLE COMPLETE’.
05.08.1991 Repair ‘BOGIE COMPLETE’.
05.08.1991 Repair ‘BRAKE LEVER’.
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WQCX 30436

Details: wagon ‘WQCX 30436 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

03.12.1989 Repair ‘HANDRAILS’.

WQCX 30437

Details: wagon ‘WQCX 30437 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘TWIST LOCK’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
07.07.1989 Repair ‘VEHICLE COMPLETE’.
11.09.1991 Repair ‘HANDRAILS END’.
08.10.1993 Repair ‘SIDE STEP’.

WQCX 30438

Details: wagon ‘WQCX 30438 C’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

12.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.01.1990 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.09.1991 Repair ‘BOGIE COMPLETE’.
23.09.1991 Repair ‘BRAKE PULL ROD’.
23.09.1991 Repair ‘SIDE BEARER’.
23.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WQCX 30439

Details: wagon ‘WQCX 30439 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

24.08.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.08.1989 Repair ‘BOGIE SPRING’.
24.08.1989 Repair ‘COUPLER KNUCKLE’.
24.08.1989 Repair ‘EMPTY LOAD VALVE’.
24.08.1989 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Repair ‘WHEEL SET’.
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24.03.1992 Repair ‘HANDRAILS’.
24.03.1992 Repair ‘SIDE STEP’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.

WQCX 30440

Details: wagon ‘WQCX 30440 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

19.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Repair ‘VEHICLE COMPLETE’.

WQCX 30441

Details: wagon ‘WQCX 30441 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

20.10.1989 Repair ‘TRAIN PIPE’.
16.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1990 Repair ‘COUPLER KNUCKLE’.
16.01.1990 Repair ‘EMPTY LOAD VALVE’.
16.01.1990 Repair ‘GRADE CONTROL VALVE’.
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12.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.06.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.06.1991 Repair ‘COUPLER KNUCKLE’.

WQCX 30442

04.03.1995 Reclassified from wagon ‘WQCX 30442 C’ to ’ wagon ‘WQO 30442 L’.

WQCX 30443

Details: wagon ‘WQCX 30443 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

03.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WQCX 30444

10.07.1990 Repair ‘HANDRAILS’.
04.12.1990 Repair ‘SIDE STEP’.
18.01.1991 Repair ‘HANDRAILS’.
18.01.1991 Repair ‘SIDE STEP’.
12.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.05.1992 Repair ‘COUPLER KNUCKLE’.
12.05.1992 Repair ‘STRIKING CASTING’.
11.11.1993 Repair ‘BRAKE BLOCK RB95’.
04.03.1995 Reclassified from wagon ‘WQCX 30444 U’ to ’ wagon ‘WQO 30444 G’.

WQCX 30445

Details: wagon ‘WQCX 30445 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

29.06.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.

WQCX 30446

Details: wagon ‘WQCX 30446 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘GRADE CONTROL VALVE’.
18.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.12.1989 Repair ‘GRADE CONTROL VALVE’.
16.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.02.1990 Repair ‘BRAKE BLOCK RB95’.
16.02.1990 Repair ‘COUPLER KNUCKLE’.
16.02.1990 Repair ‘EMPTY LOAD VALVE’.
16.02.1990 Repair ‘GRADE CONTROL VALVE’.
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.

WQCX 30447

Details: wagon ‘WQCX 30447 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

17.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.08.1990 Repair ‘BRAKE BLOCK RB95’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
17.08.1990 Repair ‘VEHICLE COMPLETE’.
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WQCX 30448

Details: wagon ‘WQCX 30448 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

18.08.1989 Repair ‘SIDE STEP’.
09.04.1990 Repair ‘SIDE STEP’.

WQCX 30449

Details: wagon ‘WQCX 30449 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.08.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
15.08.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
15.08.1991 Repair ‘COUPLER KNUCKLE’.
15.08.1991 Repair ‘TWIST LOCK’.
08.09.1991 Repair ‘HANDRAILS’.
11.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1993 Repair ‘BRAKE LEVER’.
11.10.1993 Repair ‘TRAIN PIPE’.
11.10.1993 Repair ‘VEHICLE COMPLETE’.
15.10.1993 Repair ‘END BRAKE COCK’.
02.03.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30450

Details: wagon ‘WQCX 30450 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30451

Details: wagon ‘WQCX 30451 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

28.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1989 Repair ‘COUPLER KNUCKLE’.
28.09.1989 Repair ‘TRAIN PIPE (END)’.
20.07.1990 Repair ‘HANDBRAKE HANDLE’.
18.02.1991 Repair ‘HANDBRAKE HANDLE’.
11.09.1992 Repair ‘HANDBRAKE HANDLE’.
06.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Repair ‘VEHICLE COMPLETE’.
16.12.1994 Repair ‘VEHICLE COMPLETE’.

WQCX 30452

Details: wagon ‘WQCX 30452 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

WQCX 30454

Details: wagon ‘WQCX 30454 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

30.12.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.

WQCX 30455

Details: wagon ‘WQCX 30455 Y’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

17.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

WQCX 30456

Details: wagon ‘WQCX 30456 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

15.09.1990 Repair ‘SIDE STEP’.
02.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1992 Repair ‘VEHICLE COMPLETE’.
02.03.1992 Repair ‘WHEEL SET’.
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WQCX 30457

Details: wagon ‘WQCX 30457 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

26.10.1989 Repair ‘HANDBRAKE HANDLE’.
27.10.1989 Repair ‘HOSE FITTINGS’.
24.10.1990 Repair ‘BRAKE BLOCK RB95’.
09.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1991 Repair ‘BOGIE COMPLETE’.
09.07.1991 Repair ‘BRAKE LEVER’.
09.07.1991 Repair ‘BRAKE PULL ROD’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
09.07.1991 Repair ‘VEHICLE COMPLETE’.
22.07.1991 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
30.08.1991 Repair ‘TRAIN PIPE (END)’.
30.08.1991 Repair ‘VEHICLE COMPLETE’.

WQCX 30458

Details: wagon ‘WQCX 30458 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

01.08.1991 Repair ‘STEP’.
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WQCX 30459

Details: wagon ‘WQCX 30459 E’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

05.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1993 Repair ‘BRANCH PIPE’.
05.07.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.07.1993 Repair ‘COUPLER KNUCKLE’.
17.09.1993 Repair ‘SIDE STEP’.
18.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1993 Repair ‘COUPLER KNUCKLE’.
18.10.1993 Repair ‘GRADE CONTROL VALVE’.
18.10.1993 Repair ‘RELAY VALVE’.
15.03.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.03.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

WQCX 30460

Details: wagon ‘WQCX 30460 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

06.11.1990 Repair ‘BOGIE BEARINGS’.
15.11.1990 Repair ‘HANDRAILS’.
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WQCX 30461

Details: wagon ‘WQCX 30461 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXQZ

Capacity of 57 tonnes

03.07.1991 Repair ‘END BRAKE COCK’.
03.07.1991 Repair ‘END HOSE’.
03.07.1991 Repair ‘TRAIN PIPE (END)’.

WQCY 31001

Details: wagon ‘WQCY 31001 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31001 / RQHY 31001 W
BSG Code: WXQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
15.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31001 W’
07.01.1992 Repair ‘WHEEL SET’.
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07.01.1992 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31001 W’

21.04.1992 Repair ‘BOGIE COMPLETE’.
21.04.1992 Repair ‘BRAKE PULL ROD’.
21.04.1992 Repair ‘COUPLER COMPLETE’.
21.04.1992 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
21.04.1992 Repair ‘SIDE BEARER’.
21.04.1992 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31001 W’
18.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
18.11.1992 Repair ‘COUPLER KNUCKLE’.
18.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
30.11.1992 Repair ‘BOGIE FRICTION WEDGE’.
30.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COUPLER KNUCKLE’.
13.01.1994 Repair ‘EMPTY LOAD VALVE’.
13.01.1994 Repair ‘GRADE CONTROL VALVE’.
13.01.1994 Repair ‘HANDBRAKE HANDLE’.
13.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31001 W’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Repair ‘VEHICLE RECLASSIFY’.
20.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
30.11.1994 Repair ‘VEHICLE COMPLETE’.
30.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31001 W’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31001 W’
28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31001 W’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31001 W’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
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04.02.1995 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31001 W’

09.03.1995 Repair ‘VEHICLE COMPLETE’.
09.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31001 W’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31001 W’
21.03.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31002

Details: wagon ‘WQCY 31002 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31002 / RQHY 31002 X
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

18.03.1992 Repair ‘HANDRAILS’.
18.03.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31002 X’
04.03.1994 Repair ‘VEHICLE COMPLETE’.
04.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31002 X’
20.04.1994 Repair ‘VEHICLE COMPLETE’.
20.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
26.04.1994 Repair ‘VEHICLE COMPLETE’.
26.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31002 X’
06.09.1994 Repair ‘VEHICLE COMPLETE’.
06.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
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23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Repair ‘VEHICLE RECLASSIFY’.
23.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
27.11.1994 Repair ‘VEHICLE COMPLETE’.
27.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
15.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31002 X’
15.05.1995 Repair ‘VEHICLE COMPLETE’.
15.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31002 X’
18.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31002 X’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31002 X’
04.05.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
14.12.1996 Repair ‘VEHICLE COMPLETE’.
31.12.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31003

Details: wagon ‘WQCY 31003 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCY / RQHY 31003 R
BSG Code: WSQQ

Capacity of 53 tonnes
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Capacity of 57 tonnes

25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.06.1991 Repair ‘WEAR PLATES & SADDLES’.
25.06.1991 Repair ‘WEAR PLATES & SADDLES’.
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31003 R’
25.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31003 R’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31003 R’
05.10.1994 Repair ‘VEHICLE COMPLETE’.
05.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31003 R’
31.10.1994 Repair ‘VEHICLE RECLASSIFY’.
31.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31003 R’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31003 R’
10.12.1994 Repair ‘VEHICLE COMPLETE’.
10.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31003 R’
20.12.1994 Repair ‘VEHICLE COMPLETE’.
20.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31003 R’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31003 R’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31003 R’
10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31003 R’
13.02.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31004

Details: wagon ‘WQCY 31004 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
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Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31004 D / RQHY 31004 D
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

07.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.01.1991 Repair ‘TRAIN PIPE (END)’.
07.01.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31004 D’
02.12.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31004 D’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Repair ‘VEHICLE RECLASSIFY’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
23.09.1994 Repair ‘VEHICLE COMPLETE’.
23.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31004 D’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31004 D’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31004 D’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31004 D’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
12.03.1995 Repair ‘VEHICLE COMPLETE’.
12.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31004 D’
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15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31004 D’
10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31004 D’
15.04.1996 Repair ‘VEHICLE COMPLETE’.
01.05.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31005

Details: wagon ‘WQCY 31005 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31005 / RQHY 31005 M
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

11.07.1990 Repair ‘STEP’.
11.07.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31005 M’
29.09.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31005 M’
16.05.1994 Repair ‘VEHICLE RECLASSIFY’.
16.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31005 M’
08.06.1994 Repair ‘VEHICLE COMPLETE’.
08.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31005 M’
25.09.1994 Repair ‘VEHICLE COMPLETE’.
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25.09.1994 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31005 M’

01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31005 M’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31005 M’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31005 M’
28.06.1995 Repair ‘VEHICLE COMPLETE’.
28.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31005 M’
10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31005 M’
01.03.1996 Repair ‘VEHICLE COMPLETE’.
31.05.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
06.02.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31006

Details: wagon ‘WQCY 31006 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31006 V / RQHY 31006 V
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

13.03.1991 Repair ‘HOSE FITTINGS’.
13.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31006 V’
18.01.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31006 V’
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30.01.1994 Repair ‘COUPLER KNUCKLE’.
30.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31006 V’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Repair ‘VEHICLE RECLASSIFY’.
14.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31006 V’
23.09.1994 Repair ‘BOGIE COMPLETE’.
23.09.1994 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQHY 31006 V’
01.11.1994 Repair ‘VEHICLE COMPLETE’.
01.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31006 V’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31006 V’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31006 V’
17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31006 V’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31006 V’
06.01.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
12.10.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31007

Details: wagon ‘WQCY 31007 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX RQHY 31007 H
BSG Code: WSQQ
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Capacity of 53 tonnes

Capacity of 57 tonnes

13.10.1994 Reclassified from wagon ‘WQCY 31007 U’ to ’ wagon ‘RQHY 31007 H’.
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31007 H’
13.02.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31008

Details: wagon ‘WQCY 31008 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31008 Q / RQHY 31008 Q
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

30.11.1989 Repair ‘HANDBRAKE HANDLE’.
30.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31008 Q’
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQHY 31008 Q’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31008 Q’
18.04.1995 Repair ‘VEHICLE COMPLETE’.
18.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31008 Q’
27.05.1995 Repair ‘VEHICLE COMPLETE’.
27.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31008 Q’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31008 Q’
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24.02.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31009

Details: wagon ‘WQCY 31009 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31009/RQHY31009C
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

06.10.1994 Reclassified from wagon ‘WQCY 31009 P’ to ’ wagon ‘RQHY 31009 C’.
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31009 C’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31010

Details: wagon ‘WQCY 31010 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFA 31010 / RQHY 31010 V
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BSG Code: WXQZ

Capacity of 53 tonnes

Capacity of 57 tonnes

25.02.1990 Repair ‘HANDRAILS’.
25.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31010 V’
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.06.1991 Repair ‘BRAKE PULL ROD’.
13.06.1991 Repair ‘BRAKE PULL ROD’.
13.06.1991 Repair ‘WHEEL SET’.
13.06.1991 Repair ‘WHEEL SET’.
13.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31010 V’
13.06.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31010 V’
02.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1992 Repair ‘BRAKE SPREADER & HANGERS’.
02.01.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31010 V’
29.04.1992 Repair ‘END HOSE’.
29.04.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31010 V’
23.02.1994 Repair ‘VEHICLE COMPLETE’.
23.02.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31010 V’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31010 V’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31010 V’
17.09.1994 Repair ‘VEHICLE COMPLETE’.
17.09.1994 Repair ‘VEHICLE RECLASSIFY’.
17.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31010 V’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31010 V’
22.10.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31010 V’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31010 V’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
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09.04.1995 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31010 V’

10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31010 V’
06.01.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
22.05.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31011

Details: wagon ‘WQCY 31011 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31011 H / RQHY31011 H
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

24.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.09.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
24.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31011 H’
01.10.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
01.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31011 H’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31011 H’
15.06.1994 Repair ‘VEHICLE COMPLETE’.
15.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31011 H’
19.09.1994 Repair ‘VEHICLE COMPLETE’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31011 H’
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03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31011 H’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31011 H’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31011 H’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31011 H’
19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31011 H’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31011 H’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31011 H’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31011 H’
09.04.1996 Repair ‘VEHICLE COMPLETE’.
22.04.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31012

Details: wagon ‘WQCY 31012 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX RQHY 31012 Q
BSG Code: WSQQ
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Capacity of 53 tonnes

Capacity of 57 tonnes

12.06.1990 Repair ‘END HOSE’.
12.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31012 Q’
23.06.1990 Repair ‘END HOSE’.
23.06.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31012 Q’
11.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1991 Repair ‘COUPLER KNUCKLE’.
11.01.1991 Repair ‘EMPTY LOAD VALVE’.
11.01.1991 Repair ‘GRADE CONTROL VALVE’.
11.01.1991 Repair ‘WHEEL SET’.
11.01.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31012 Q’
02.04.1991 Repair ‘SIDE STEP’.
02.04.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31012 Q’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31012 Q’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31012 Q’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31012 Q’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31012 Q’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31012 Q’
26.08.1996 Repair ‘VEHICLE RECLASSIFY’.
26.08.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31012 Q’
11.11.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31013

Details: wagon ‘WQCY 31013 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31013/RQHY31013C
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

04.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.11.1989 Repair ‘COUPLER KNUCKLE’.
04.11.1989 Repair ‘EMPTY LOAD VALVE’.
04.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
04.11.1989 Repair ‘WHEEL SET’.
04.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31013 C’
09.12.1990 Repair ‘BRAKE BLOCK RB95’.
09.12.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31013 C’
31.03.1993 Repair ‘SIDE STEP’.
31.03.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31013 C’
22.10.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31013 C’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31013 C’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31013 C’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31013 C’
06.01.1996 Repair ‘VEHICLE COMPLETE’.
15.05.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
31.10.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31014

Details: wagon ‘WQCY 31014 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31014 L
BSG Code: WXQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

23.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
23.07.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31014 L’
30.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31014 L’
06.11.1989 Repair ‘SIDE STEP’.
06.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31014 L’
26.11.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31014 L’
28.11.1989 Repair ‘SIDE STEP’.
28.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31014 L’
21.06.1991 Repair ‘BRAKE BLOCK RB95’.
21.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31014 L’
22.06.1991 Repair ‘BRAKE BLOCK RB95’.
22.06.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31014 L’
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘TRAIN PIPE’.
01.07.1991 Repair ‘TRAIN PIPE’.
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31014 L’
01.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31014 L’
15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
25.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.02.1993 Repair ‘BRAKE LEVER’.
25.02.1993 Repair ‘BRAKE PULL ROD’.
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25.02.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
25.02.1993 Repair ‘COUPLER KNUCKLE’.
25.02.1993 Repair ‘EMPTY LOAD VALVE’.
25.02.1993 Repair ‘GRADE CONTROL VALVE’.
25.02.1993 Repair ‘HANDBRAKE HANDLE’.
25.02.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
19.11.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.11.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31014 L’
10.03.1994 Repair ‘VEHICLE COMPLETE’.
10.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Repair ‘VEHICLE RECLASSIFY’.
18.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
15.10.1994 Repair ‘VEHICLE COMPLETE’.
15.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
30.10.1994 Repair ‘VEHICLE COMPLETE’.
30.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
11.11.1994 Repair ‘VEHICLE COMPLETE’.
11.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31014 L’
27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31014 L’
02.10.1996 Repair ‘VEHICLE COMPLETE’.
29.10.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31015

Details: wagon ‘WQCY 31015 K’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31015 U / RQHY 31015 U
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

10.08.1991 Repair ‘SIDE STEP’.
10.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31015 U’
08.02.1994 Repair ‘VEHICLE COMPLETE’.
08.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31015 U’
21.02.1994 Repair ‘VEHICLE COMPLETE’.
21.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31015 U’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31015 U’
11.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31015 U’
22.10.1994 Repair ‘VEHICLE COMPLETE’.
22.10.1994 Repair ‘VEHICLE RECLASSIFY’.
22.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31015 U’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31015 U’
28.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31015 U’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31015 U’
24.06.1995 Repair ‘VEHICLE COMPLETE’.
24.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31015 U’
10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
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10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon
‘RQHY 31015 U’

18.03.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31016

Details: wagon ‘WQCY 31016 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31016 G / RQHY 31016 G
BSG Code: WXQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

14.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
14.03.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31016 G’
29.03.1990 Repair ‘SIDE STEP’.
29.03.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31016 G’
12.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.11.1991 Repair ‘END BRAKE COCK’.
12.11.1991 Repair ‘TRAIN PIPE’.
12.11.1991 Repair ‘WHEEL SET’.
12.11.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31016 G’
29.10.1992 Repair ‘HANDBRAKE HANDLE’.
29.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31016 G’
24.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.11.1992 Repair ‘BRANCH PIPE’.
24.11.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31016 G’
05.01.1993 Repair ‘VEHICLE COMPLETE’.

22670



2.931. Wagon classification starting with ‘WQC’

05.01.1993 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31016 G’

11.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.01.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.01.1993 Repair ‘COUPLER KNUCKLE’.
11.01.1993 Repair ‘WHEEL SET’.
11.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31016 G’
05.07.1993 Repair ‘SIDE STEP’.
05.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31016 G’
23.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
23.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31016 G’
12.01.1994 Repair ‘STEP’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31016 G’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Repair ‘VEHICLE RECLASSIFY’.
22.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31016 G’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31016 G’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31016 G’
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31016 G’
10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31016 G’
27.04.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31017

Details: wagon ‘WQCY 31017 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
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Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31017
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

07.01.1992 Repair ‘BRAKE BLOCK RB95’.
07.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31017 P’
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘VEHICLE COMPLETE’.
14.04.1992 Repair ‘WHEEL SET’.
14.04.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
27.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.01.1993 Repair ‘BOGIE COMPLETE’.
27.01.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31017 P’
28.11.1994 Repair ‘VEHICLE COMPLETE’.
28.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31017 P’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Repair ‘VEHICLE RECLASSIFY’.
01.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
26.02.1995 Repair ‘VEHICLE COMPLETE’.
26.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
02.04.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31017 P’
18.05.1995 Repair ‘VEHICLE COMPLETE’.
18.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31017 P’
27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
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27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RQHY 31017 P’

02.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31018

Details: wagon ‘WQCY 31018 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31018 A / RQHY 31018 B
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

15.09.1989 Repair ‘HANDBRAKE HANDLE’.
15.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31018 B’
01.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.10.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
01.10.1990 Repair ‘WHEEL SET’.
01.10.1990 Issued at location ‘Peterborough’ with a previous code of wagon

‘RQHY 31018 B’
30.01.1991 Repair ‘SIDE STEP’.
30.01.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31018 B’
29.03.1991 Repair ‘SIDE STEP’.
29.03.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31018 B’
10.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31018 B’
26.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31018 B’
07.10.1994 Repair ‘VEHICLE RECLASSIFY’.
07.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31018 B’
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13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31018 B’
18.08.1995 Repair ‘VEHICLE COMPLETE’.
18.08.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31018 B’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31018 B’
14.03.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31019

Details: wagon ‘WQCY 31019 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31019 K / RQHY31019 K
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

18.10.1991 Repair ‘BRAKE BLOCK RB95’.
18.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31019 K’
17.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1992 Repair ‘BRAKE BLOCK RB95’.
17.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31019 K’
30.03.1992 Repair ‘BOGIE FRICTION WEDGE’.
30.03.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31019 K’
17.06.1994 Repair ‘VEHICLE COMPLETE’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31019 K’
13.07.1994 Repair ‘VEHICLE RECLASSIFY’.
13.07.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31019 K’
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03.10.1994 Repair ‘VEHICLE COMPLETE’.
03.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31019 K’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31019 K’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31019 K’
16.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31019 K’
10.11.1995 Repair ‘VEHICLE RECLASSIFY’.
10.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31019 K’
04.01.1996 Repair ‘VEHICLE COMPLETE’.
27.03.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31020

Details: wagon ‘WQCY 31020 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31020
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

07.08.1990 Repair ‘BRAKE BLOCK RB95’.
07.08.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31020 G’
17.09.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
17.09.1990 Repair ‘COUPLER KNUCKLE’.
17.09.1990 Repair ‘EMPTY LOAD VALVE’.
17.09.1990 Repair ‘GRADE CONTROL VALVE’.
17.09.1990 Repair ‘WHEEL SET’.
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17.09.1990 Repair ‘WHEEL SET’.
17.09.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
11.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.12.1990 Repair ‘BRANCH PIPE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Repair ‘VEHICLE COMPLETE’.
11.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
17.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1991 Repair ‘BOGIE COMPLETE’.
17.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
20.09.1993 Repair ‘HANDBRAKE HANDLE’.
20.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31020 G’
31.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1994 Repair ‘COUPLER KNUCKLE’.
31.01.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
15.04.1994 Repair ‘VEHICLE COMPLETE’.
15.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31020 G’
29.04.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1994 Repair ‘VEHICLE COMPLETE’.
29.04.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31020 G’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
03.06.1994 Repair ‘VEHICLE COMPLETE’.
03.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31020 G’
25.08.1994 Repair ‘VEHICLE COMPLETE’.
25.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31020 G’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31020 G’
03.12.1994 Repair ‘VEHICLE COMPLETE’.
03.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31020 G’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon
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‘RQHY 31020 G’
27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31020 G’
02.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31021

Details: wagon ‘WQCY 31021 F’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: X WQCY31021F / RQHY 31021 P
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

17.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1990 Repair ‘TOP CENTRE PLATE’.
22.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.01.1991 Repair ‘BRANCH PIPE’.
18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘WEAR PLATES & SADDLES’.
22.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.04.1991 Repair ‘WHEEL SET’.
16.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1992 Repair ‘COUPLER KNUCKLE’.
16.06.1992 Repair ‘WHEEL SET’.
13.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
13.09.1993 Repair ‘BRAKE BLOCK RB95’.
13.09.1993 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
13.09.1993 Repair ‘COUPLER KNUCKLE’.
13.09.1993 Repair ‘EMPTY LOAD VALVE’.
13.09.1993 Repair ‘GRADE CONTROL VALVE’.
13.09.1993 Repair ‘WHEEL SET’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1993 Repair ‘WHEEL SET’.

22677



2. TIMS GROUP INFORMATION - WAGONS

11.04.1994 Alteration ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO ‘RQHY‘.
(NRC046)’. New class: ‘RQHY’.

24.02.1995 Repair ‘VEHICLE RECLASSIFY’.
24.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31021 P’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31021 P’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31021 P’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31021 P’
04.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.04.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31022

Details: wagon ‘WQCY 31022 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: WQCY/RQHY31022B
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

20.06.1990 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1992 Repair ‘BRAKE BLOCK RB95’.
10.11.1992 Repair ‘COUPLER KNUCKLE’.
10.11.1992 Repair ‘WHEEL SET’.
20.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1992 Repair ‘WHEEL SET’.
06.10.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.10.1993 Repair ‘COUPLER KNUCKLE’.
06.10.1993 Repair ‘ISOLATING COCK’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO ‘RQHY‘.

(NRC046)’. New class: ‘RQHY’.
18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31022 B’
19.12.1994 Repair ‘VEHICLE COMPLETE’.
19.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31022 B’
27.01.1995 Repair ‘VEHICLE COMPLETE’.
27.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31022 B’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31022 B’
21.03.1996 Repair ‘VEHICLE COMPLETE’.
05.06.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31023

Details: wagon ‘WQCY 31023 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX RQHY 31023 K
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

02.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.04.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.04.1990 Repair ‘TRAIN PIPE’.
02.04.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31023 K’
23.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.04.1991 Repair ‘VEHICLE COMPLETE’.
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23.04.1991 Repair ‘VEHICLE COMPLETE’.
23.04.1991 Repair ‘WHEEL SET’.
23.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31023 K’
03.07.1991 Repair ‘COUPLER KNUCKLE’.
03.07.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31023 K’
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE BRAKE BLOCKS X92’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31023 K’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31023 K’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31023 K’
26.09.1994 Repair ‘VEHICLE COMPLETE’.
26.09.1994 Repair ‘VEHICLE RECLASSIFY’.
26.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31023 K’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31023 K’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31023 K’
12.01.1995 Repair ‘VEHICLE COMPLETE’.
12.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31023 K’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31023 K’
24.03.1995 Repair ‘VEHICLE COMPLETE’.
24.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31023 K’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31023 K’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31025

Details: wagon ‘WQCY 31025 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31025/RQHY31025F
BSG Code: WXQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

20.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1991 Repair ‘BOGIE COMPLETE’.
20.07.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31025 F’
22.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1991 Repair ‘BOGIE BEARERS’.
22.08.1991 Repair ‘SIDE BEARER’.
22.08.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31025 F’
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31025 F’
26.10.1992 Repair ‘END BRAKE COCK’.
26.10.1992 Repair ‘HANDBRAKE HANDLE’.
26.10.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31025 F’
03.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.11.1992 Repair ‘COUPLER KNUCKLE’.
03.11.1992 Repair ‘EMPTY LOAD VALVE’.
03.11.1992 Repair ‘GRADE CONTROL VALVE’.
03.11.1992 Repair ‘WHEEL SET’.
03.11.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31025 F’
26.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31025 F’
04.10.1994 Repair ‘VEHICLE COMPLETE’.
04.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31025 F’
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31025 F’
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11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31025 F’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31025 F’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
27.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31025 F’
16.07.1995 Repair ‘VEHICLE COMPLETE’.
16.07.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31025 F’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31025 F’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
18.05.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31026

Details: wagon ‘WQCY 31026 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCY / RQHY 31026 Y
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

19.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
27.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1990 Repair ‘BRAKE LEVER’.
27.06.1990 Repair ‘BRAKE PULL ROD’.
27.06.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31026 Y’
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26.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.03.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
02.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.09.1991 Repair ‘COUPLER KNUCKLE’.
02.09.1991 Repair ‘HANDBRAKE HANDLE’.
02.09.1991 Repair ‘WHEEL SET’.
02.09.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31026 Y’
30.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
30.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
20.07.1992 Repair ‘HANDBRAKE HANDLE’.
20.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31026 Y’
24.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
24.07.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31026 Y’
16.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.06.1993 Repair ‘BOGIE BEARERS’.
16.06.1993 Repair ‘SIDE BEARER’.
16.06.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
07.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1993 Repair ‘BRAKE PULL ROD’.
07.07.1993 Repair ‘BRANCH PIPE’.
07.07.1993 Repair ‘TRAIN PIPE’.
07.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
30.07.1993 Repair ‘BOGIE WEAR PLATES’.
30.07.1993 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
03.11.1994 Repair ‘VEHICLE RECLASSIFY’.
03.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31026 Y’
22.01.1995 Repair ‘VEHICLE COMPLETE’.
22.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31026 Y’
01.03.1995 Repair ‘VEHICLE COMPLETE’.
01.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31026 Y’
31.03.1995 Repair ‘VEHICLE COMPLETE’.
31.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31026 Y’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31026 Y’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
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17.04.1995 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31026 Y’

26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31026 Y’
12.03.1996 Repair ‘VEHICLE COMPLETE’.
30.05.1996 Repair ‘VEHICLE COMPLETE’.
15.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31027

Details: wagon ‘WQCY 31027 N’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: WQCY / RQHY 31027 A
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

10.12.1990 Repair ‘SIDE STEP’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO ‘RQHY‘.

(NRC046)’. New class: ‘RQHY’.
18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31027 A’
23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31027 A’
01.12.1994 Repair ‘VEHICLE COMPLETE’.
01.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31027 A’
25.01.1995 Repair ‘VEHICLE COMPLETE’.
25.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31027 A’
29.01.1995 Repair ‘VEHICLE COMPLETE’.
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29.01.1995 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31027 A’

12.02.1995 Repair ‘VEHICLE COMPLETE’.
12.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31027 A’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31027 A’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31027 A’
01.03.1996 Repair ‘VEHICLE COMPLETE’.
17.03.1996 Repair ‘VEHICLE COMPLETE’.
27.05.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
10.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31028

Details: wagon ‘WQCY 31028 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31028 W
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

12.02.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.02.1990 Issued at location ‘One spot’ with a previous code of wagon ‘RQHY 31028 J’
25.05.1991 Repair ‘SIDE STEP’.
25.05.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31028 J’
22.05.1992 Repair ‘BRAKE SPRING’.
22.05.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31028 J’
29.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.05.1992 Repair ‘BRAKE PIN’.
29.05.1992 Issued at location ‘One spot’ with a previous code of wagon ‘RQHY 31028 J’
15.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1993 Repair ‘WHEEL SET’.
15.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQHY 31028 J’
20.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1993 Repair ‘EMPTY LOAD VALVE’.
20.02.1993 Repair ‘GRADE CONTROL VALVE’.
20.02.1993 Repair ‘WHEEL SET’.
20.02.1993 Issued at location ‘One spot’ with a previous code of wagon ‘RQHY 31028 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO

‘RQHY‘. (NRC046)’. New class: ‘RQHY’.
13.04.1994 Repair ‘VEHICLE COMPLETE’.
13.04.1994 Issued at location ‘One spot’ with a previous code of wagon ‘RQHY 31028 J’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31028 J’
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31028 J’
19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘One spot’ with a previous code of wagon ‘RQHY 31028 J’
27.09.1996 Repair ‘VEHICLE RECLASSIFY’.
27.09.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31028 J’
29.10.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31030

Details: wagon ‘WQCY 31030 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1986
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31030 Y / RQHY 31030 Y
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

20.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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20.03.1990 Repair ‘TRAIN PIPE (END)’.
20.03.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31030 Y’
18.12.1990 Repair ‘COUPLER KNUCKLE’.
18.12.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.12.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
12.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31030 Y’
14.08.1994 Repair ‘VEHICLE COMPLETE’.
14.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31030 Y’
16.08.1994 Repair ‘VEHICLE COMPLETE’.
16.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
24.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
27.09.1994 Repair ‘VEHICLE COMPLETE’.
27.09.1994 Repair ‘VEHICLE RECLASSIFY’.
27.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31030 Y’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
05.12.1994 Repair ‘VEHICLE COMPLETE’.
05.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31030 Y’
13.04.1995 Repair ‘VEHICLE COMPLETE’.
13.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
21.04.1995 Repair ‘VEHICLE COMPLETE’.
21.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31030 Y’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
14.05.1995 Repair ‘VEHICLE COMPLETE’.
14.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31030 Y’
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26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31030 Y’
20.12.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1996 Repair ‘VEHICLE COMPLETE’.
06.04.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
14.06.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31031

Details: wagon ‘WQCY 31031 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFA31031A/RQHY31031A
BSG Code: WXQZ

Capacity of 53 tonnes

Capacity of 57 tonnes

21.09.1994 Reclassified from wagon ‘WQCY 31031 N’ to ’ wagon ‘RQHY 31031 A’.
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31031 A’
06.01.1996 Repair ‘VEHICLE COMPLETE’.
18.03.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
05.12.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31033

Details: wagon ‘WQCY 31033 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31033
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

28.02.1996 Reclassified from wagon ‘WQCY 31033 X’ to ’ wagon ‘RQHY 31033 S’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31034

Details: wagon ‘WQCY 31034 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCY/RQHY31034E
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

19.05.1990 Repair ‘STEP’.
19.05.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31034 E’
06.09.1990 Repair ‘SIDE STEP’.
06.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31034 E’
10.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1992 Repair ‘BOGIE SIDEFRAME’.
10.01.1992 Repair ‘VEHICLE COMPLETE’.
10.01.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31034 E’
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25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
25.05.1992 Repair ‘EMPTY LOAD VALVE’.
25.05.1992 Repair ‘GRADE CONTROL VALVE’.
25.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1992 Repair ‘HANDBRAKE HANDLE’.
25.05.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31034 E’
27.12.1993 Repair ‘TWIST LOCK’.
27.12.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31034 E’
26.02.1994 Repair ‘VEHICLE COMPLETE’.
26.02.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31034 E’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31034 E’
24.09.1994 Repair ‘VEHICLE COMPLETE’.
24.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31034 E’
23.10.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE RECLASSIFY’.
23.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31034 E’
31.10.1994 Repair ‘VEHICLE COMPLETE’.
31.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31034 E’
02.02.1995 Repair ‘VEHICLE COMPLETE’.
02.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31034 E’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31034 E’
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31034 E’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31035

Details: wagon ‘WQCY 31035 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31035 / RQHY 31035 N
BSG Code: WXQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

17.03.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
17.03.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31035 N’
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1991 Repair ‘END BRAKE COCK’.
11.07.1991 Repair ‘END BRAKE COCK’.
11.07.1991 Repair ‘TRAIN PIPE’.
11.07.1991 Repair ‘TRAIN PIPE’.
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31035 N’
11.07.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31035 N’
02.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31035 N’
10.10.1994 Repair ‘VEHICLE RECLASSIFY’.
10.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31035 N’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31035 N’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31035 N’
19.03.1995 Repair ‘VEHICLE COMPLETE’.
19.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31035 N’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31035 N’
09.04.1995 Repair ‘VEHICLE COMPLETE’.
09.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31035 N’
26.04.1995 Repair ‘VEHICLE COMPLETE’.
26.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31035 N’
02.05.1995 Repair ‘VEHICLE COMPLETE’.
02.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31035 N’
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05.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31035 N’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31035 N’
05.01.1996 Repair ‘VEHICLE COMPLETE’.
04.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
03.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31036

Details: wagon ‘WQCY 31036 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31036W/RQHY31036W
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

02.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1990 Repair ‘COUPLER KNUCKLE’.
02.10.1990 Repair ‘WHEEL SET’.
02.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
08.10.1990 Repair ‘WHEEL SET’.
08.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
15.11.1990 Repair ‘SIDE STEP’.
15.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31036 W’
27.04.1991 Repair ‘WHEEL SET’.
27.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
04.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.08.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.08.1993 Repair ‘BRAKE LEVER’.
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04.08.1993 Repair ‘COUPLER KNUCKLE’.
04.08.1993 Repair ‘EMPTY LOAD VALVE’.
04.08.1993 Repair ‘GRADE CONTROL VALVE’.
04.08.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
09.11.1993 Repair ‘BOGIE COMPLETE’.
09.11.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
10.10.1994 Repair ‘VEHICLE COMPLETE’.
10.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31036 W’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
08.01.1995 Repair ‘VEHICLE COMPLETE’.
08.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
11.04.1995 Repair ‘VEHICLE COMPLETE’.
11.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31036 W’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31036 W’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31036 W’
29.02.1996 Repair ‘VEHICLE COMPLETE’.
29.05.1996 Repair ‘VEHICLE COMPLETE’.
08.10.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31037

Details: wagon ‘WQCY 31037 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
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Remarks: EX WFA 31037 / RQHY 31037 X
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

05.12.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.12.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31037 X’
11.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.08.1992 Repair ‘BRAKE SPREADER & HANGERS’.
11.08.1992 Repair ‘HOSE FITTINGS’.
11.08.1992 Repair ‘TRAIN PIPE’.
11.08.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31037 X’
17.05.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.05.1994 Repair ‘VEHICLE COMPLETE’.
17.05.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31037 X’
25.05.1994 Repair ‘VEHICLE COMPLETE’.
25.05.1994 Repair ‘VEHICLE RECLASSIFY’.
25.05.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
14.06.1994 Repair ‘VEHICLE COMPLETE’.
14.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
23.08.1994 Repair ‘VEHICLE COMPLETE’.
23.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
21.12.1994 Repair ‘VEHICLE COMPLETE’.
21.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31037 X’
28.12.1994 Repair ‘VEHICLE COMPLETE’.
28.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31037 X’
10.04.1995 Repair ‘VEHICLE COMPLETE’.
10.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31037 X’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
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14.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQHY 31037 X’

19.05.1995 Repair ‘VEHICLE COMPLETE’.
19.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31037 X’
22.05.1995 Repair ‘VEHICLE COMPLETE’.
22.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31037 X’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31037 X’
20.03.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31038

Details: wagon ‘WQCY 31038 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31038R/RQHY31038R
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

27.02.1996 Reclassified from wagon ‘WQCY 31038 H’ to ’ wagon ‘RQHY 31038 R’.
07.07.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
30.12.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31039

Details: wagon ‘WQCY 31039 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31039D/RQHY31039D
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

24.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.07.1992 Repair ‘BRAKE PIN’.
24.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31039 D’
27.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.07.1992 Repair ‘BRAKE PIN’.
27.07.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31039 D’
10.09.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.09.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
10.09.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31039 D’
18.09.1994 Repair ‘VEHICLE COMPLETE’.
18.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31039 D’
21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQHY 31039 D’
15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31039 D’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31039 D’
20.02.1995 Repair ‘VEHICLE COMPLETE’.
20.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31039 D’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31039 D’
05.07.1995 Repair ‘VEHICLE COMPLETE’.
05.07.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31039 D’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31039 D’
04.01.1996 Repair ‘VEHICLE COMPLETE’.
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07.05.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31040

Details: wagon ‘WQCY 31040 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCY/RQHY31040W
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

27.08.1989 Repair ‘HANDRAILS’.
27.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31040 W’
21.08.1993 Repair ‘SIDE STEP’.
21.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31040 W’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31040 W’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31040 W’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31040 W’
27.10.1994 Repair ‘VEHICLE RECLASSIFY’.
27.10.1994 Issued at location ‘Chullora Trackfast’ with a previous code of wagon

‘RQHY 31040 W’
03.11.1994 Repair ‘VEHICLE COMPLETE’.
03.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31040 W’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31040 W’
10.02.1995 Repair ‘VEHICLE COMPLETE’.
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10.02.1995 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31040 W’

19.02.1995 Repair ‘VEHICLE COMPLETE’.
19.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31040 W’
21.03.1995 Repair ‘VEHICLE COMPLETE’.
21.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31040 W’
05.06.1995 Repair ‘VEHICLE COMPLETE’.
05.06.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31040 W’
27.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31040 W’
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31040 W’
07.02.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Issued at location ‘Mile End’ with a previous code of wagon

‘RQHY 31040 W’
07.07.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
09.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31042

Details: wagon ‘WQCY 31042 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFA 31042 / RQHY 31042 R
BSG Code: WXQZ

Capacity of 53 tonnes

Capacity of 57 tonnes
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12.09.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
12.09.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31042 R’
31.05.1993 Repair ‘TWIST LOCK’.
31.05.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31042 R’
16.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.07.1993 Repair ‘VEHICLE COMPLETE’.
16.07.1993 Repair ‘WHEEL SET’.
16.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31042 R’
30.07.1993 Repair ‘STEP’.
30.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31042 R’
23.12.1993 Repair ‘BOGIE FRICTION WEDGE’.
23.12.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31042 R’
12.01.1994 Repair ‘STEP’.
12.01.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31042 R’
18.02.1994 Repair ‘VEHICLE COMPLETE’.
18.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31042 R’
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31042 R’
09.11.1994 Repair ‘VEHICLE COMPLETE’.
09.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31042 R’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31042 R’
02.12.1994 Repair ‘VEHICLE COMPLETE’.
02.12.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31042 R’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31042 R’
04.05.1995 Repair ‘VEHICLE COMPLETE’.
04.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31042 R’
06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31042 R’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31042 R’
28.02.1996 Repair ‘VEHICLE COMPLETE’.
08.06.1996 Repair ‘VEHICLE COMPLETE’.
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16.06.1996 Repair ‘VEHICLE COMPLETE’.
09.11.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31045

Details: wagon ‘WQCY 31045 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31045/RQHY31045V
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

16.09.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.09.1989 Repair ‘BRAKE LEVER’.
16.09.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31045 V’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BRANCH PIPE’.
13.11.1989 Repair ‘YOKE CARRIER’.
13.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31045 V’
28.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.06.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.06.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31045 V’
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE WEAR PLATES’.
18.07.1990 Repair ‘END BRAKE COCK’.
18.07.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31045 V’
02.09.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
02.09.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31045 V’
14.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
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14.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon
‘RQHY 31045 V’

21.09.1994 Repair ‘VEHICLE RECLASSIFY’.
21.09.1994 Issued at location ‘Perth’ with a previous code of wagon ‘RQHY 31045 V’
24.10.1994 Repair ‘VEHICLE COMPLETE’.
24.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31045 V’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31045 V’
20.11.1994 Repair ‘VEHICLE COMPLETE’.
20.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31045 V’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31045 V’
28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31045 V’
01.02.1995 Repair ‘VEHICLE COMPLETE’.
01.02.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31045 V’
04.02.1995 Repair ‘VEHICLE COMPLETE’.
04.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31045 V’
17.02.1995 Repair ‘VEHICLE COMPLETE’.
17.02.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31045 V’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31045 V’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31045 V’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31045 V’
27.03.1996 Repair ‘VEHICLE COMPLETE’.
30.04.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31046

Details: wagon ‘WQCY 31046 U’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA31046/WQCY31046U/RQHY31046H
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
31.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.08.1990 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
31.08.1990 Repair ‘BRAKE CONTROL PIPE’.
31.08.1990 Repair ‘BRAKE FULCRUM BRACKET’.
31.08.1990 Repair ‘BRAKE LEVER’.
31.08.1990 Repair ‘BRAKE PIN’.
31.08.1990 Repair ‘BRAKE PULL ROD’.
31.08.1990 Repair ‘BRAKE SPRING’.
31.08.1990 Repair ‘BRANCH PIPE’.
31.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
31.08.1990 Repair ‘DOOR FRAME’.
31.08.1990 Repair ‘EMPTY LOAD VALVE’.
31.08.1990 Repair ‘END BRAKE COCK’.
31.08.1990 Repair ‘END HOSE’.
31.08.1990 Repair ‘GRADE CONTROL VALVE’.
31.08.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
31.08.1990 Repair ‘HANDRAILS END’.
31.08.1990 Repair ‘ISOLATING COCK’.
31.08.1990 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.08.1990 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
31.08.1990 Repair ‘RELAY VALVE’.
31.08.1990 Repair ‘SIDE BEARER’.
31.08.1990 Repair ‘SIDE SILL’.
31.08.1990 Repair ‘TRAIN PIPE (END)’.
31.08.1990 Repair ‘TRAIN PIPE’.
19.09.1990 Repair ‘BOGIE BEARERS’.
24.09.1990 Repair ‘VEHICLE COMPLETE’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE BEARERS’.
09.10.1990 Repair ‘SIDE BEARER’.
25.08.1991 Repair ‘BRAKE BLOCK RB95’.
22.07.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
26.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.08.1993 Repair ‘BOGIE BEARERS’.
26.08.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
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26.08.1993 Repair ‘SIDE BEARER’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO ‘RQHY‘.

(NRC046)’. New class: ‘RQHY’.
19.11.1994 Repair ‘VEHICLE RECLASSIFY’.
19.11.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31046 H’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31046 H’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31046 H’
15.06.1995 Repair ‘VEHICLE COMPLETE’.
15.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31046 H’
20.12.1995 Repair ‘VEHICLE RECLASSIFY’.
20.12.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31046 H’
23.02.1996 Repair ‘VEHICLE COMPLETE’.
13.05.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31047

Details: wagon ‘WQCY 31047 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCY/RAHY31047G
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

09.08.1990 Repair ‘SIDE STEP’.
10.01.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1991 Repair ‘TRAIN PIPE (END)’.
04.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.09.1991 Repair ‘VEHICLE COMPLETE’.
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10.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.10.1991 Repair ‘TRAIN PIPE’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BRAKE PULL ROD’.
25.05.1992 Repair ‘COUPLER KNUCKLE’.
17.06.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.06.1992 Repair ‘TRAIN PIPE’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO ‘RQHY‘.

(NRC046)’. New class: ‘RQHY’.
28.08.1994 Repair ‘VEHICLE COMPLETE’.
23.10.1994 Repair ‘VEHICLE RECLASSIFY’.
23.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31047 Q’
03.11.1995 Repair ‘VEHICLE RECLASSIFY’.
03.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31047 Q’
19.03.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.

WQCY 31048

Details: wagon ‘WQCY 31048 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFA 31048 / RQHY 31048 C
BSG Code: WXQZ

Capacity of 53 tonnes

Capacity of 57 tonnes

18.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1991 Repair ‘COUPLER KNUCKLE’.
18.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
18.04.1991 Repair ‘VEHICLE COMPLETE’.
18.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31048 C’
07.09.1994 Repair ‘VEHICLE COMPLETE’.
07.09.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31048 C’
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11.09.1994 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31048 C’

23.11.1994 Repair ‘VEHICLE COMPLETE’.
23.11.1994 Repair ‘VEHICLE RECLASSIFY’.
23.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31048 C’
06.12.1994 Repair ‘VEHICLE COMPLETE’.
06.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31048 C’
28.01.1995 Repair ‘VEHICLE COMPLETE’.
28.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31048 C’
14.02.1995 Repair ‘VEHICLE COMPLETE’.
14.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31048 C’
02.04.1995 Repair ‘VEHICLE COMPLETE’.
02.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31048 C’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31048 C’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31048 C’
05.01.1996 Repair ‘VEHICLE COMPLETE’.
07.05.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31049

Details: wagon ‘WQCY 31049 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WFA 31049 / RQHY 31049 L
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes
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21.12.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
21.12.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31049 L’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.02.1990 Repair ‘TRAIN PIPE’.
28.02.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31049 L’
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘COUPLER KNUCKLE’.
09.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
15.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.11.1990 Repair ‘COUPLER KNUCKLE’.
15.11.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.11.1990 Repair ‘EMPTY LOAD VALVE’.
15.11.1990 Repair ‘GRADE CONTROL VALVE’.
15.11.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
01.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1991 Repair ‘BRAKE FULCRUM BRACKET’.
01.05.1991 Repair ‘BRAKE LEVER’.
01.05.1991 Repair ‘BRAKE PULL ROD’.
01.05.1991 Repair ‘VEHICLE COMPLETE’.
01.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
30.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.05.1991 Repair ‘BOGIE FRICTION WEDGE’.
30.05.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
01.08.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
01.08.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31049 L’
10.10.1991 Repair ‘SIDE STEP’.
10.10.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHY 31049 L’
01.04.1992 Repair ‘WHEEL SET’.
01.04.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
06.10.1994 Repair ‘VEHICLE RECLASSIFY’.
06.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31049 L’
17.10.1994 Repair ‘VEHICLE COMPLETE’.
17.10.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHY 31049 L’
25.10.1994 Repair ‘VEHICLE COMPLETE’.
25.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
01.04.1995 Repair ‘VEHICLE COMPLETE’.
01.04.1995 Issued at location ‘One spot’ with a previous code of wagon
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‘RQHY 31049 L’
08.05.1995 Repair ‘VEHICLE COMPLETE’.
08.05.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHY 31049 L’
10.05.1995 Repair ‘VEHICLE COMPLETE’.
10.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31049 L’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31049 L’
13.02.1996 Repair ‘VEHICLE COMPLETE’.
09.04.1996 Repair ‘VEHICLE COMPLETE’.
17.06.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31050

Details: wagon ‘WQCY 31050 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCY31050U/RQHY31050H
BSG Code: WSQQ

Capacity of 53 tonnes

Capacity of 57 tonnes

09.01.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
17.05.1990 Repair ‘TOP CENTRE PLATE’.
10.09.1990 Repair ‘SIDE STEP’.
16.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.11.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.11.1990 Repair ‘COUPLER KNUCKLE’.
16.11.1990 Repair ‘END BRAKE COCK’.
16.11.1990 Repair ‘TWIST LOCK’.
16.11.1990 Repair ‘WHEEL SET’.
19.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.10.1991 Repair ‘VEHICLE COMPLETE’.
02.11.1991 Repair ‘WHEEL SET’.
15.11.1991 Repair ‘WHEEL SET’.
05.12.1991 Repair ‘WHEEL SET’.
15.09.1993 Repair ‘TWIST LOCK’.
11.04.1994 Alteration ‘RECLASSIFY ‘WQCY’ CONTAINER FLATS TO ‘RQHY‘.

(NRC046)’. New class: ‘RQHY’.
30.12.1994 Repair ‘VEHICLE RECLASSIFY’.
30.12.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31050 H’
09.01.1995 Repair ‘VEHICLE COMPLETE’.
09.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31050 H’
24.11.1995 Repair ‘VEHICLE RECLASSIFY’.
24.11.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31050 H’
15.03.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
06.01.1997 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.

WQCY 31053

Details: wagon ‘WQCY 31053 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WFA 31053L / RQHY 31053 L
BSG Code: WXQZ

Capacity of 53 tonnes

Capacity of 57 tonnes

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘VEHICLE COMPLETE’.
15.10.1991 Repair ‘WHEEL SET’.
15.10.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31053 L’
12.12.1991 Repair ‘VEHICLE COMPLETE’.
12.12.1991 Repair ‘WHEEL SET’.
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12.12.1991 Issued at location ‘One spot’ with a previous code of wagon
‘RQHY 31053 L’

13.01.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.01.1994 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
13.01.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31053 L’
20.05.1994 Repair ‘VEHICLE COMPLETE’.
20.05.1994 Repair ‘VEHICLE RECLASSIFY’.
20.05.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31053 L’
11.01.1995 Repair ‘VEHICLE COMPLETE’.
11.01.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHY 31053 L’
30.05.1995 Repair ‘VEHICLE COMPLETE’.
30.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHY 31053 L’
26.10.1995 Repair ‘VEHICLE RECLASSIFY’.
26.10.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHY 31053 L’
13.03.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.

2.932 Wagon classification starting with ‘WQD’

WQD 30719

Details: wagon ‘WQD 30719 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 22.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: FOR CYANIDE TRAFFIC
BSG Code: WSQQ

WQDF 30705

Details: wagon ‘WQDF 30705 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
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Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WBAX 30705 F
BSG Code: WSQQ

WQDF 30711

Details: wagon ‘WQDF 30711 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: POISON
Remarks: EX WBAX 30711
BSG Code: WXQZ

WQDF 30713

Details: wagon ‘WQDF 30713 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: POISON
Remarks: EX WBAX 30713 S
BSG Code: WXQZ

WQDF 30714

Details: wagon ‘WQDF 30714 R’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WSQQ

WQDF 30719

Details: wagon ‘WQDF 30719 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: POISON
Remarks: EX WBAX 30719
BSG Code: WSQZ

WQDF 30720

Details: wagon ‘WQDF 30720 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30720W
BSG Code: WXQZ

23.11.1989 Repair ‘VEHICLE RECLASSIFY’.
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23.11.1989 Issued at location ‘Australian National’ with a previous code of wagon
‘WBAX 30720 W’

WQDF 30726

Details: wagon ‘WQDF 30726 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WBAX 30726 H
BSG Code: WSQQ

16.09.1989 Repair ‘VEHICLE RECLASSIFY’.
16.09.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30726 H’

WQDF 30728

Details: wagon ‘WQDF 30728 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: POISON
Remarks: EX WBAX 30728
BSG Code: WSQZ

WQDF 30733

Details: wagon ‘WQDF 30733 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
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Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
Remarks: EX WBAX30733L
BSG Code: WXQZ

23.11.1989 Repair ‘VEHICLE RECLASSIFY’.
23.11.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30733 L’

WQDF 30736

Details: wagon ‘WQDF 30736 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: POISON
Remarks: EX WBAX 30736
BSG Code: WXQZ

WQDF 30741

Details: wagon ‘WQDF 30741 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: CONTAINERS
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: EX WBAX 30741 B
BSG Code: WSQQ

WQDF 30746

Details: wagon ‘WQDF 30746 N’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WBAX 30746N
BSG Code: WXQQ

02.01.1990 Repair ‘VEHICLE RECLASSIFY’.
02.01.1990 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30746 A’

WQDF 30757

Details: wagon ‘WQDF 30757 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WBAX 30757 R
BSG Code: WSQQ

10.10.1989 Repair ‘VEHICLE RECLASSIFY’.
10.10.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30757 R’

WQDF 30774

Details: wagon ‘WQDF 30774 T’ in AN ‘Mainland Division’.
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2.933. Wagon classification starting with ‘WQE’

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: POISON
Remarks: EX WBAX 30774G
BSG Code: WXQZ

WQDF 30777

Details: wagon ‘WQDF 30777 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WBAX 30777 K
BSG Code: WSQQ

2.933 Wagon classification starting with ‘WQE’

WQEF 30704

Details: wagon ‘WQEF 30704 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: X WBAX 30704T
BSG Code: WXQQ

05.12.1989 Repair ‘VEHICLE RECLASSIFY’.
05.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30704 T’

WQEF 30743

Details: wagon ‘WQEF 30743 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.1m
Tare Weight: 24tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WBAX 30743 T
BSG Code: WXQQ

14.12.1989 Repair ‘VEHICLE RECLASSIFY’.
14.12.1989 Issued at location ‘Australian National’ with a previous code of wagon

‘WBAX 30743 T’

2.934 Wagon classification starting with ‘WQO’

WQO 30442

Details: wagon ‘WQO 30442 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30442 C
BSG Code: WXQZ
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2.935. Wagon classification starting with ‘WQT’

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30442 C’

WQO 30444

Details: wagon ‘WQO 30444 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 23.5tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30444 U
BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30444 U’

2.935 Wagon classification starting with ‘WQT’

WQTY 30301

Details: wagon ‘WQTY 30301 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Run Restriction: Unrestricted on gauge(s) shown Inter or Intrastate
Diagram Book Page No.: 7/51300
Date Built: 01.06.1970
Operating System: WESTRAIL
Intended Use: GENERAL
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2. TIMS GROUP INFORMATION - WAGONS

Remarks: FLAT WAGON
BSG Code: WXQZ

Capacity of 57 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO
‘RQHX‘. (NRC045)’. New class: ‘RQHX’.

23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQHX 30301 K’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30301 K’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30301 K’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30301 K’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30302

Details: wagon ‘WQTY 30302 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes
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2.935. Wagon classification starting with ‘WQT’

02.11.1991 Repair ‘END HOSE’.
02.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30302 T’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
23.06.1994 Repair ‘VEHICLE COMPLETE’.
23.06.1994 Repair ‘VEHICLE RECLASSIFY’.
23.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30302 T’
25.06.1994 Repair ‘VEHICLE COMPLETE’.
25.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30302 T’
24.08.1994 Repair ‘VEHICLE COMPLETE’.
24.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30302 T’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30302 T’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30304

Details: wagon ‘WQTY 30304 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: NXQZ
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Capacity of 57 tonnes

05.03.1991 Repair ‘HANDRAILS’.
05.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30304 Y’
25.02.1994 Repair ‘VEHICLE COMPLETE’.
25.02.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30304 Y’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Repair ‘VEHICLE COMPLETE’.
01.06.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHX 30304 Y’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
22.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30304 Y’
16.03.1995 Repair ‘VEHICLE COMPLETE’.
16.03.1995 Repair ‘VEHICLE RECLASSIFY’.
16.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30304 Y’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30304 Y’
11.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30305

Details: wagon ‘WQTY 30305 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ
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2.935. Wagon classification starting with ‘WQT’

Capacity of 57 tonnes

25.08.1989 Repair ‘HANDRAILS’.
25.08.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30305 A’
09.11.1990 Repair ‘BOGIE BEARINGS’.
09.11.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30305 A’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
04.09.1994 Repair ‘VEHICLE RECLASSIFY’.
04.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30305 A’
17.04.1995 Repair ‘VEHICLE COMPLETE’.
17.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30305 A’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE RECLASSIFY’.
11.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30305 A’
21.07.1996 Repair ‘VEHICLE COMPLETE’.
28.09.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1997 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30306

Details: wagon ‘WQTY 30306 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX
BSG Code: WXQZ

Capacity of 57 tonnes
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24.02.1994 Repair ‘VEHICLE COMPLETE’.
24.02.1994 Issued at location ‘Mile End’ with a previous code of wagon ‘RQHX 30306 J’
25.03.1994 Repair ‘VEHICLE COMPLETE’.
25.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30306 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
04.11.1994 Repair ‘VEHICLE COMPLETE’.
04.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30306 J’
07.11.1994 Repair ‘VEHICLE RECLASSIFY’.
07.11.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30306 J’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30306 J’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30306 J’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
20.09.1996 Repair ‘VEHICLE COMPLETE’.
10.10.1996 Repair ‘VEHICLE COMPLETE’.
18.10.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.
28.11.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30307

Details: wagon ‘WQTY 30307 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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2.935. Wagon classification starting with ‘WQT’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

20.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.11.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30307 S’
03.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30307 S’
04.01.1994 Repair ‘HANDBRAKE HANDLE’.
04.01.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30307 S’
06.04.1994 Repair ‘VEHICLE COMPLETE’.
06.04.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30307 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Repair ‘VEHICLE RECLASSIFY’.
22.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30307 S’
04.09.1994 Repair ‘VEHICLE COMPLETE’.
04.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30307 S’
21.05.1995 Repair ‘VEHICLE COMPLETE’.
21.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30307 S’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30307 S’
11.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

04.11.1996 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.
11.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30308

Details: wagon ‘WQTY 30308 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

11.04.1994 Alteration ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO ‘RQHX‘.
(NRC045)’. New class: ‘RQHX’.

30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED
LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30308 R’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30309

Details: wagon ‘WQTY 30309 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
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2.935. Wagon classification starting with ‘WQT’

Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX RQHX30309
BSG Code: WXQZ

Capacity of 57 tonnes

01.02.1990 Repair ‘BOGIE COMPLETE’.
01.02.1990 Repair ‘VEHICLE COMPLETE’.
01.02.1990 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30309 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
05.09.1994 Repair ‘VEHICLE RECLASSIFY’.
05.09.1994 Issued at location ‘New South Wales’ with a previous code of wagon

‘RQHX 30309 N’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30309 N’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

18.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30309 N’
18.06.1996 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30309 N’
10.07.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
06.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
09.02.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30310

Details: wagon ‘WQTY 30310 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
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Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX
BSG Code: WXQZ

Capacity of 57 tonnes

20.07.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
20.07.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30310 J’
01.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.12.1992 Repair ‘COUPLER KNUCKLE’.
01.12.1992 Repair ‘HANDBRAKE HANDLE’.
01.12.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30310 J’
21.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.12.1992 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.12.1992 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30310 J’
08.04.1993 Repair ‘HANDRAILS’.
08.04.1993 Repair ‘SIDE STEP’.
08.04.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30310 J’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
28.10.1994 Repair ‘VEHICLE RECLASSIFY’.
28.10.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQHX 30310 J’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30310 J’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30310 J’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
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31.08.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30311

Details: wagon ‘WQTY 30311 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

16.05.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
16.05.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQHX 30311 S’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
09.01.1995 Repair ‘VEHICLE RECLASSIFY’.
09.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30311 S’
16.01.1995 Repair ‘VEHICLE COMPLETE’.
16.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30311 S’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30311 S’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30311 S’
14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30311 S’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
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12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30311 S’
26.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30312

Details: wagon ‘WQTY 30312 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

27.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
27.09.1991 Repair ‘SIDE BEARER’.
27.09.1991 Repair ‘TRAIN PIPE (END)’.
27.09.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30312 E’
13.03.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.03.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
13.03.1992 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHX 30312 E’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
17.04.1994 Repair ‘VEHICLE COMPLETE’.
17.04.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30312 E’
17.06.1994 Repair ‘VEHICLE RECLASSIFY’.
17.06.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30312 E’
27.02.1995 Repair ‘VEHICLE COMPLETE’.
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27.02.1995 Issued at location ‘One spot’ with a previous code of wagon
‘RQHX 30312 E’

22.03.1995 Repair ‘VEHICLE COMPLETE’.
22.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30312 E’
08.04.1995 Repair ‘VEHICLE COMPLETE’.
08.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30312 E’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30312 E’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30313

Details: wagon ‘WQTY 30313 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

15.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
15.02.1990 Repair ‘BOGIE COMPLETE’.
15.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
15.02.1990 Repair ‘COUPLER KNUCKLE’.
15.02.1990 Repair ‘EMPTY LOAD VALVE’.
15.02.1990 Repair ‘GRADE CONTROL VALVE’.
15.02.1990 Repair ‘HANDRAILS END’.
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15.02.1990 Repair ‘VEHICLE COMPLETE’.
15.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
08.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.12.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.12.1993 Repair ‘BOGIE COMPLETE’.
08.12.1993 Repair ‘COUPLER KNUCKLE’.
08.12.1993 Repair ‘EMPTY LOAD VALVE’.
08.12.1993 Repair ‘GRADE CONTROL VALVE’.
08.12.1993 Repair ‘TWIST LOCK’.
08.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
09.08.1994 Repair ‘VEHICLE COMPLETE’.
09.08.1994 Repair ‘VEHICLE RECLASSIFY’.
09.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
13.09.1994 Repair ‘VEHICLE COMPLETE’.
13.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
29.09.1994 Repair ‘VEHICLE COMPLETE’.
29.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30313 N’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30313 N’
26.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30314

Details: wagon ‘WQTY 30314 V’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

19.07.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
19.07.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30314 W’
28.08.1990 Repair ‘HANDBRAKE HANDLE’.
28.08.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQHX 30314 W’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
12.08.1994 Repair ‘VEHICLE COMPLETE’.
12.08.1994 Repair ‘VEHICLE RECLASSIFY’.
12.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30314 W’
31.08.1994 Repair ‘VEHICLE COMPLETE’.
31.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30314 W’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30314 W’
06.03.1995 Repair ‘VEHICLE COMPLETE’.
06.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30314 W’
19.04.1995 Repair ‘VEHICLE COMPLETE’.
19.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30314 W’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30314 W’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30314 W’
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22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RETARE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30315

Details: wagon ‘WQTY 30315 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

12.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.03.1991 Repair ‘COUPLER KNUCKLE’.
12.03.1991 Repair ‘EMPTY LOAD VALVE’.
12.03.1991 Repair ‘GRADE CONTROL VALVE’.
12.03.1991 Repair ‘HANDBRAKE HANDLE’.
12.03.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30315 X’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
31.07.1994 Repair ‘VEHICLE COMPLETE’.
31.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30315 X’
01.08.1994 Repair ‘VEHICLE COMPLETE’.
01.08.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30315 X’
13.08.1994 Repair ‘VEHICLE COMPLETE’.
13.08.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30315 X’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
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18.08.1994 Repair ‘VEHICLE RECLASSIFY’.
18.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30315 X’
29.03.1995 Repair ‘VEHICLE COMPLETE’.
29.03.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30315 X’
06.04.1995 Repair ‘VEHICLE COMPLETE’.
06.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30315 X’
28.04.1995 Repair ‘VEHICLE COMPLETE’.
28.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30315 X’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30315 X’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
10.02.1997 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30316

Details: wagon ‘WQTY 30316 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

22.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.02.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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22.02.1990 Repair ‘COUPLER KNUCKLE’.
22.02.1990 Repair ‘EMPTY LOAD VALVE’.
22.02.1990 Repair ‘GRADE CONTROL VALVE’.
22.02.1990 Repair ‘VEHICLE COMPLETE’.
22.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30316 R’
03.05.1990 Repair ‘TWIST LOCK’.
03.05.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30316 R’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Repair ‘VEHICLE RECLASSIFY’.
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30316 R’
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30316 R’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30316 R’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
04.10.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30317

Details: wagon ‘WQTY 30317 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes
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14.07.1993 Repair ‘BRAKE SPREADER & HANGERS’.
14.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
14.07.1993 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQHX 30317 D’
23.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.09.1993 Repair ‘BRAKE BLOCK OTHER’.
23.09.1993 Repair ‘BRAKE BLOCK RB95’.
23.09.1993 Repair ‘BRAKE PULL ROD’.
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30317 D’
23.09.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30317 D’
29.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.09.1993 Repair ‘COUPLER KNUCKLE’.
29.09.1993 Repair ‘EMPTY LOAD VALVE’.
29.09.1993 Repair ‘GRADE CONTROL VALVE’.
29.09.1993 Repair ‘VEHICLE COMPLETE’.
29.09.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
20.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.12.1993 Repair ‘BRAKE BLOCK RB95’.
20.12.1993 Repair ‘BRAKE SPREADER & HANGERS’.
20.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
13.06.1994 Repair ‘VEHICLE COMPLETE’.
13.06.1994 Repair ‘VEHICLE RECLASSIFY’.
13.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30317 D’
13.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
13.11.1994 Repair ‘VEHICLE COMPLETE’.
13.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
21.11.1994 Repair ‘VEHICLE COMPLETE’.
21.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
18.12.1994 Repair ‘VEHICLE COMPLETE’.
18.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘One spot’ with a previous code of wagon
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‘RQHX 30317 D’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30317 D’
15.03.1995 Repair ‘VEHICLE COMPLETE’.
15.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30317 D’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30317 D’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30317 D’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
25.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30318

Details: wagon ‘WQTY 30318 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

01.02.1992 Repair ‘SIDE STEP’.
01.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30318 M’
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05.02.1992 Repair ‘HANDBRAKE HANDLE’.
05.02.1992 Repair ‘SIDE STEP’.
05.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30318 M’
05.02.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30318 M’
31.07.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
31.07.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30318 M’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
26.08.1994 Repair ‘VEHICLE COMPLETE’.
26.08.1994 Repair ‘VEHICLE RECLASSIFY’.
26.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30318 M’
02.10.1994 Repair ‘VEHICLE COMPLETE’.
02.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30318 M’
07.03.1995 Repair ‘VEHICLE COMPLETE’.
07.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30318 M’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘RQHX 30318 M’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30318 M’
28.06.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
19.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30319

Details: wagon ‘WQTY 30319 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.03.1991 Repair ‘COUPLER KNUCKLE’.
04.03.1991 Repair ‘YOKE CARRIER’.
04.03.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30319 V’
16.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.12.1991 Repair ‘BOGIE COMPLETE’.
16.12.1991 Repair ‘TRAIN PIPE (END)’.
16.12.1991 Repair ‘VEHICLE COMPLETE’.
16.12.1991 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30319 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Tottenham’ with a previous code of wagon

‘RQHX 30319 V’
15.04.1995 Repair ‘VEHICLE COMPLETE’.
15.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30319 V’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30319 V’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30319 V’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
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27.01.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30320

Details: wagon ‘WQTY 30320 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO
‘RQHX‘. (NRC045)’. New class: ‘RQHX’.

25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Repair ‘VEHICLE RECLASSIFY’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30320 R’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30320 R’
21.09.1994 Repair ‘VEHICLE COMPLETE’.
21.09.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30320 R’
07.10.1994 Repair ‘VEHICLE COMPLETE’.
07.10.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30320 R’
12.10.1994 Repair ‘VEHICLE COMPLETE’.
12.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30320 R’
21.10.1994 Repair ‘VEHICLE COMPLETE’.
21.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30320 R’
05.11.1994 Repair ‘VEHICLE COMPLETE’.
05.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30320 R’
08.02.1995 Repair ‘VEHICLE COMPLETE’.
08.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30320 R’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
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16.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon
‘RQHX 30320 R’

25.03.1995 Repair ‘VEHICLE COMPLETE’.
25.03.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30320 R’
03.05.1995 Repair ‘VEHICLE COMPLETE’.
03.05.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30320 R’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30320 R’
26.07.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1997 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
12.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30322

Details: wagon ‘WQTY 30322 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

24.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.06.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
24.06.1993 Repair ‘BOGIE COMPLETE’.
24.06.1993 Repair ‘COUPLER KNUCKLE’.
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24.06.1993 Issued at location ‘One spot’ with a previous code of wagon
‘WQTY 30322 L’

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO
‘RQHX‘. (NRC045)’. New class: ‘RQHX’.

28.06.1994 Repair ‘VEHICLE COMPLETE’.
28.06.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQTY 30322 L’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQTY 30322 L’
23.01.1995 Repair ‘VEHICLE RECLASSIFY’.
23.01.1995 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘WQTY 30322 L’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQTY 30322 L’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
22.06.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30322 L’
29.06.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
20.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30323

Details: wagon ‘WQTY 30323 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ
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Capacity of 57 tonnes

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘TRAIN PIPE (END)’.
08.11.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHX 30323 V’
26.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.01.1990 Repair ‘BOGIE COMPLETE’.
26.01.1990 Repair ‘BRAKE BLOCK RB95’.
26.01.1990 Repair ‘EMPTY LOAD VALVE’.
26.01.1990 Repair ‘GRADE CONTROL VALVE’.
26.01.1990 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30323 V’
03.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.10.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.10.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHX 30323 V’
09.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.04.1991 Repair ‘COUPLER KNUCKLE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
09.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30323 V’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
11.04.1995 Repair ‘VEHICLE RECLASSIFY’.
11.04.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30323 V’
16.04.1995 Repair ‘VEHICLE COMPLETE’.
16.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30323 V’
12.07.1995 Repair ‘VEHICLE COMPLETE’.
12.07.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30323 V’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30323 V’
18.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
10.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
08.08.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
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25.01.1997 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30324

Details: wagon ‘WQTY 30324 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

25.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.09.1989 Repair ‘COUPLER KNUCKLE’.
25.09.1989 Repair ‘SIDE STEP’.
25.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30324 H’
24.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
24.10.1989 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30324 H’
08.06.1990 Repair ‘BOGIE SIDEFRAME’.
08.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30324 H’
04.04.1991 Repair ‘STEP’.
04.04.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30324 H’
29.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.10.1991 Repair ‘CARD OR CLIP HOLDER’.
29.10.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
29.10.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘RQHX 30324 H’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
10.02.1995 Repair ‘VEHICLE RECLASSIFY’.
10.02.1995 Issued at location ‘West kalgoorlie’ with a previous code of wagon

‘RQHX 30324 H’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
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AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30324 H’
17.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
24.08.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
07.12.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30325

Details: wagon ‘WQTY 30325 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

09.02.1995 Repair ‘VEHICLE COMPLETE’.
09.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30325 G’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Repair ‘VEHICLE COMPLETE’.
11.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30325 G’
26.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
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23.08.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30326

Details: wagon ‘WQTY 30326 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

20.04.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.04.1993 Repair ‘VEHICLE COMPLETE’.
20.04.1993 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30326 C’
16.08.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.08.1993 Repair ‘TRAIN PIPE (END)’.
16.08.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘RQHX 30326 C’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
11.10.1994 Repair ‘VEHICLE COMPLETE’.
11.10.1994 Repair ‘VEHICLE RECLASSIFY’.
11.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30326 C’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30326 C’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30326 C’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
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20.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
09.12.1996 Repair ‘VEHICLE COMPLETE’.
16.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30327

Details: wagon ‘WQTY 30327 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

30.07.1990 Repair ‘SIDE STEP’.
30.07.1990 Issued at location ‘Osborne’ with a previous code of wagon ‘RQHX 30327 L’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
22.11.1994 Repair ‘VEHICLE COMPLETE’.
22.11.1994 Repair ‘VEHICLE RECLASSIFY’.
22.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30327 L’
26.11.1994 Repair ‘VEHICLE COMPLETE’.
26.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30327 L’
16.02.1995 Repair ‘VEHICLE COMPLETE’.
16.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30327 L’
28.02.1995 Repair ‘VEHICLE COMPLETE’.
28.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30327 L’
12.04.1995 Repair ‘VEHICLE COMPLETE’.
12.04.1995 Issued at location ‘Aft islington’ with a previous code of wagon

‘RQHX 30327 L’
26.06.1995 Repair ‘VEHICLE COMPLETE’.
26.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30327 L’
27.06.1995 Repair ‘VEHICLE COMPLETE’.
27.06.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30327 L’
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30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30327 L’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
08.02.1997 Repair ‘VEHICLE COMPLETE’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30330

Details: wagon ‘WQTY 30330 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO
‘RQHX‘. (NRC045)’. New class: ‘RQHX’.

20.10.1994 Repair ‘VEHICLE RECLASSIFY’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30330 C’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30330 C’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
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RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30330 C’
16.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
03.10.1996 Repair ‘VEHICLE COMPLETE’.
29.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30331

Details: wagon ‘WQTY 30331 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30331 B
BSG Code: WXQZ

Capacity of 57 tonnes

31.01.1995 Repair ‘VEHICLE RECLASSIFY’.
31.01.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30331 L’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30331 L’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
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15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon
‘RQHX 30331 L’

27.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
25.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
30.08.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
16.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30332

Details: wagon ‘WQTY 30332 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30332 K
BSG Code: WXQZ

Capacity of 57 tonnes

29.10.1994 Repair ‘VEHICLE RECLASSIFY’.
29.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30332 U’
13.01.1995 Repair ‘VEHICLE COMPLETE’.
13.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30332 U’
25.04.1995 Repair ‘VEHICLE COMPLETE’.
25.04.1995 Issued at location ‘Islington BG’ with a previous code of wagon

‘RQHX 30332 U’
13.07.1995 Repair ‘VEHICLE COMPLETE’.
13.07.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30332 U’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
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RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30332 U’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
24.07.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30333

Details: wagon ‘WQTY 30333 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1985
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

26.02.1990 Repair ‘YOKE CARRIER’.
26.02.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30333 G’
11.04.1994 Alteration complete ‘RECLASSIFY ‘WQCX’ CONTAINER FLATS TO

‘RQHX‘. (NRC045)’. New class: ‘RQHX’.
19.09.1994 Repair ‘VEHICLE RECLASSIFY’.
19.09.1994 Issued at location ‘Goobang Junction’ with a previous code of wagon

‘RQHX 30333 G’
21.01.1995 Repair ‘VEHICLE COMPLETE’.
21.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘RQHX 30333 G’
06.02.1995 Repair ‘VEHICLE COMPLETE’.
06.02.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30333 G’
13.03.1995 Repair ‘VEHICLE COMPLETE’.
13.03.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30333 G’
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14.04.1995 Repair ‘VEHICLE COMPLETE’.
14.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘RQHX 30333 G’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30333 G’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
31.08.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30334

Details: wagon ‘WQTY 30334 Y’ in AN ‘Mainland Division’.

Owner: NRC
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

18.10.1994 Repair ‘VEHICLE RECLASSIFY’.
18.10.1994 Issued at location ‘Australian National’ with a previous code of wagon

‘RQHX 30334 P’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
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12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘RQHX 30334 P’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
16.12.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30337

Details: wagon ‘WQTY 30337 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

06.01.1990 Repair ‘BRAKE BLOCK RB95’.
06.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30337 J’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30337 J’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
25.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
30.10.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
04.12.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
07.02.1997 Repair ‘VEHICLE COMPLETE’.
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WQTY 30341

Details: wagon ‘WQTY 30341 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

20.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1990 Repair ‘COUPLER KNUCKLE’.
20.06.1990 Repair ‘EMPTY LOAD VALVE’.
20.06.1990 Repair ‘GRADE CONTROL VALVE’.
20.06.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30341 J’
26.07.1991 Repair ‘SIDE STEP’.
26.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30341 J’
17.01.1992 Repair ‘BRAKE BLOCK RB95’.
17.01.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30341 J’
14.07.1992 Repair ‘TRAIN PIPE (END)’.
14.07.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30341 J’
30.06.1993 Repair ‘BOGIE SPRING’.
30.06.1993 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30341 J’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30341 J’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
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25.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30347

Details: wagon ‘WQTY 30347 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

16.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.09.1989 Repair ‘SIDE STEP’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Repair ‘VEHICLE COMPLETE’.
16.09.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30347 R’
25.06.1993 Repair ‘SIDE STEP’.
25.06.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30347 R’
12.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1993 Repair ‘BRAKE BLOCK RB95’.
12.07.1993 Repair ‘COUPLER KNUCKLE’.
12.07.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.07.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30347 R’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30347 R’
04.04.1995 Repair ‘VEHICLE COMPLETE’.
04.04.1995 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30347 R’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

22754



2.935. Wagon classification starting with ‘WQT’

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30347 R’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30349

Details: wagon ‘WQTY 30349 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

03.10.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.10.1989 Issued at location ‘Mile End’ with a previous code of wagon

‘WQCX 30349 M’
07.03.1990 Repair ‘END HOSE’.
07.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30349 M’
26.06.1992 Repair ‘COUPLER KNUCKLE’.
26.06.1992 Repair ‘GRADE CONTROL VALVE’.
26.06.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30349 M’
28.02.1994 Repair ‘VEHICLE COMPLETE’.
28.02.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30349 M’
02.11.1994 Repair ‘VEHICLE COMPLETE’.
02.11.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30349 M’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
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AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30349 M’
26.06.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30350

Details: wagon ‘WQTY 30350 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

09.03.1994 Repair ‘VEHICLE COMPLETE’.
09.03.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQTY 30350 R’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQTY 30350 R’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
22.06.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30350 R’
27.06.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
07.08.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
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WQTY 30351

Details: wagon ‘WQTY 30351 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30351 R’
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.08.1991 Repair ‘TRAIN PIPE’.
29.08.1991 Issued at location ‘Port Pirie’ with a previous code of wagon

‘WQCX 30351 R’
28.09.1994 Repair ‘VEHICLE COMPLETE’.
28.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30351 R’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

10.05.1996 Repair ‘VEHICLE COMPLETE’.
10.05.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30351 R’
03.06.1996 Repair ‘VEHICLE COMPLETE’.
03.06.1996 Repair ‘VEHICLE RECLASSIFY’.
03.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30351 R’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30352

Details: wagon ‘WQTY 30352 M’ in AN ‘Mainland Division’.
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

09.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.08.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
09.08.1990 Repair ‘COUPLER KNUCKLE’.
09.08.1990 Repair ‘WHEEL SET’.
09.08.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30352 D’
06.07.1994 Repair ‘VEHICLE COMPLETE’.
06.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30352 D’
16.11.1994 Repair ‘VEHICLE COMPLETE’.
16.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30352 D’
06.01.1995 Repair ‘VEHICLE COMPLETE’.
06.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30352 D’
18.01.1995 Repair ‘VEHICLE COMPLETE’.
18.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30352 D’
30.01.1995 Repair ‘VEHICLE COMPLETE’.
30.01.1995 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30352 D’
05.02.1995 Repair ‘VEHICLE COMPLETE’.
05.02.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30352 D’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30352 D’
05.07.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
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15.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
10.11.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30357

Details: wagon ‘WQTY 30357 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

19.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
19.01.1990 Repair ‘HANDBRAKE HANDLE’.
19.01.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30357 C’
08.12.1990 Repair ‘COUPLER KNUCKLE PIN’.
08.12.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30357 C’
10.06.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.06.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30357 C’
12.08.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30357 C’
10.10.1993 Repair ‘END BRAKE COCK’.
10.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30357 C’
30.12.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.12.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30357 C’
21.07.1994 Repair ‘VEHICLE COMPLETE’.
21.07.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30357 C’
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30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30357 C’
26.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
19.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
22.01.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30358

Details: wagon ‘WQTY 30358 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

21.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1989 Repair ‘BOGIE COMPLETE’.
21.09.1989 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCX 30358 L’
05.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
05.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30358 L’
10.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.01.1990 Repair ‘BOGIE BRAKE BLOCKS X92’.
10.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
10.01.1990 Repair ‘BRAKE LEVER’.
10.01.1990 Repair ‘BRAKE PULL ROD’.
10.01.1990 Repair ‘BRAKE PULL ROD’.
10.01.1990 Repair ‘BRAKE SPREADER & HANGERS’.
10.01.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
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10.01.1990 Repair ‘COUPLER KNUCKLE’.
10.01.1990 Repair ‘EMPTY LOAD VALVE’.
10.01.1990 Repair ‘GRADE CONTROL VALVE’.
10.01.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
10.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
10.01.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
10.01.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30358 L’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30358 L’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30361

Details: wagon ‘WQTY 30361 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

11.08.1989 Repair ‘SIDE STEP’.
11.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30361 C’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
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LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30361 C’
16.07.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30364

Details: wagon ‘WQTY 30364 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

07.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.11.1989 Repair ‘COUPLER KNUCKLE’.
07.11.1989 Repair ‘END BRAKE COCK’.
07.11.1989 Repair ‘TRAIN PIPE (END)’.
07.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30364 G’
30.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.04.1990 Repair ‘BOGIE COMPLETE’.
30.04.1990 Repair ‘EMPTY LOAD VALVE’.
30.04.1990 Issued at location ‘Port Pirie’ with a previous code of wagon

‘WQCX 30364 G’
14.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.08.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30364 G’
10.05.1994 Repair ‘VEHICLE COMPLETE’.
10.05.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30364 G’
22.09.1994 Repair ‘VEHICLE COMPLETE’.
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22.09.1994 Issued at location ‘Chandler’ with a previous code of wagon
‘WQCX 30364 G’

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30364 G’
26.06.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
30.09.1996 Repair ‘VEHICLE COMPLETE’.
28.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
19.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30368

Details: wagon ‘WQTY 30368 F’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

16.04.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.04.1991 Repair ‘HANDBRAKE HANDLE’.
16.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30368 T’
11.09.1991 Repair ‘HANDRAILS END’.
11.09.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30368 T’
03.10.1991 Repair ‘BOGIE COMPLETE’.
03.10.1991 Repair ‘BOGIE SPRING’.
03.10.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30368 T’
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30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30368 T’
26.07.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30369

Details: wagon ‘WQTY 30369 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30369 F
BSG Code: WXQZ

Capacity of 57 tonnes

06.05.1995 Repair ‘VEHICLE COMPLETE’.
06.05.1995 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30369 F’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30369 F’
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22.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30370

Details: wagon ‘WQTY 30370 K’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

18.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.03.1991 Repair ‘BOGIE COMPLETE’.
18.03.1991 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCX 30370 B’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘VEHICLE COMPLETE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30370 B’
15.09.1994 Repair ‘VEHICLE COMPLETE’.
15.09.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30370 B’
06.10.1994 Repair ‘VEHICLE COMPLETE’.
06.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30370 B’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30370 B’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE COMPLETE’.
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21.06.1996 Repair ‘VEHICLE RETARE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30371

Details: wagon ‘WQTY 30371 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

20.09.1990 Repair ‘HANDRAILS END’.
20.09.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30371 K’
21.12.1991 Repair ‘HANDRAILS END’.
21.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30371 K’
11.12.1994 Repair ‘VEHICLE COMPLETE’.
11.12.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30371 K’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30371 K’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
31.07.1996 Repair ‘VEHICLE COMPLETE’.
03.12.1996 Repair ‘VEHICLE COMPLETE’.
22.12.1996 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.
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07.02.1997 Repair ‘VEHICLE COMPLETE’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30374

Details: wagon ‘WQTY 30374 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

12.02.1991 Repair ‘BOGIE BEARINGS’.
12.02.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30374 Y’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30374 Y’
17.01.1997 Repair ‘VEHICLE COMPLETE’.
01.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30375

Details: wagon ‘WQTY 30375 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

17.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.04.1991 Repair ‘BOGIE COMPLETE’.
17.04.1991 Repair ‘COUPLER KNUCKLE’.
17.04.1991 Repair ‘VEHICLE COMPLETE’.
17.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30375 A’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30375 A’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
16.08.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
16.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30376

Details: wagon ‘WQTY 30376 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

25.10.1990 Repair ‘BOGIE BEARINGS’.
25.10.1990 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30376 J’
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01.10.1994 Issued at location ‘One spot’ with a previous code of wagon
‘WQCX 30376 J’

15.01.1995 Repair ‘VEHICLE COMPLETE’.
15.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30376 J’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30376 J’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
18.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
28.08.1996 Repair ‘VEHICLE COMPLETE’.
16.09.1996 Repair ‘VEHICLE COMPLETE’.
04.11.1996 Repair ‘VEHICLE COMPLETE’.
18.12.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
31.01.1997 Repair ‘VEHICLE COMPLETE’.
07.02.1997 Repair ‘VEHICLE COMPLETE’.
22.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30378

Details: wagon ‘WQTY 30378 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30378 E
BSG Code: WXQZ

Capacity of 57 tonnes

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.10.1989 Repair ‘COUPLER KNUCKLE’.
04.10.1989 Repair ‘EMPTY LOAD VALVE’.
04.10.1989 Repair ‘GRADE CONTROL VALVE’.
04.10.1989 Repair ‘HANDBRAKE HANDLE’.
04.10.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30378 E’
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
25.10.1990 Repair ‘COUPLER KNUCKLE’.
25.10.1990 Repair ‘EMPTY LOAD VALVE’.
25.10.1990 Repair ‘GRADE CONTROL VALVE’.
25.10.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30378 E’
23.05.1991 Repair ‘BRAKE SPREADER & HANGERS’.
23.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30378 E’
05.09.1994 Repair ‘VEHICLE COMPLETE’.
05.09.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30378 E’
04.12.1994 Repair ‘VEHICLE COMPLETE’.
04.12.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30378 E’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30378 E’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
17.10.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30379

Details: wagon ‘WQTY 30379 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30379 N’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
08.11.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30380

Details: wagon ‘WQTY 30380 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

23.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.04.1990 Repair ‘BRAKE BLOCK RB95’.

22771
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23.04.1990 Repair ‘BRAKE SPREADER & HANGERS’.
23.04.1990 Repair ‘COUPLER KNUCKLE’.
23.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30380 J’
16.03.1993 Repair ‘EMPTY LOAD VALVE’.
16.03.1993 Repair ‘GRADE CONTROL VALVE’.
16.03.1993 Repair ‘VEHICLE COMPLETE’.
16.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30380 J’
17.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30380 J’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30380 J’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30380 J’
03.08.1996 Repair ‘VEHICLE COMPLETE’.
19.08.1996 Repair ‘VEHICLE COMPLETE’.
23.10.1996 Repair ‘VEHICLE COMPLETE’.
25.01.1997 Repair ‘VEHICLE COMPLETE’.
14.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30385

Details: wagon ‘WQTY 30385 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

04.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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04.04.1990 Repair ‘EMPTY LOAD VALVE’.
04.04.1990 Repair ‘GRADE CONTROL VALVE’.
04.04.1990 Repair ‘VEHICLE COMPLETE’.
04.04.1990 Repair ‘WHEEL SET’.
04.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30385 X’
26.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
26.10.1992 Repair ‘BRAKE FULCRUM BRACKET’.
26.10.1992 Repair ‘BRAKE LEVER’.
26.10.1992 Repair ‘BRAKE SPREADER & HANGERS’.
26.10.1992 Repair ‘COUPLER KNUCKLE’.
26.10.1992 Repair ‘EMPTY LOAD VALVE’.
26.10.1992 Repair ‘GRADE CONTROL VALVE’.
26.10.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.10.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
26.10.1992 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30385 X’
18.08.1994 Repair ‘VEHICLE COMPLETE’.
18.08.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30385 X’
30.08.1994 Repair ‘VEHICLE COMPLETE’.
30.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30385 X’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30385 X’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
23.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30386

Details: wagon ‘WQTY 30386 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S

22773



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

05.11.1992 Repair ‘VEHICLE COMPLETE’.
05.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30386 R’
19.11.1992 Repair ‘SIDE STEP’.
19.11.1992 Repair ‘VEHICLE COMPLETE’.
19.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30386 R’
19.11.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30386 R’
26.08.1993 Repair ‘STEP’.
26.08.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30386 R’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30386 R’
30.05.1996 Repair ‘VEHICLE COMPLETE’.
19.06.1996 Repair ‘VEHICLE COMPLETE’.
06.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
11.10.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30387

Details: wagon ‘WQTY 30387 M’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987

22774



2.935. Wagon classification starting with ‘WQT’

Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX30387D
BSG Code: WXQZ

Capacity of 57 tonnes

20.11.1989 Repair ‘WEAR PLATES & SADDLES’.
20.11.1989 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30387 D’
04.10.1993 Repair ‘HANDRAILS’.
04.10.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30387 D’
11.07.1994 Repair ‘VEHICLE COMPLETE’.
11.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30387 D’
02.08.1994 Repair ‘VEHICLE COMPLETE’.
02.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30387 D’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

18.06.1996 Repair ‘VEHICLE COMPLETE’.
18.06.1996 Repair ‘VEHICLE RECLASSIFY’.
18.06.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30387 D’
01.07.1996 Repair ‘VEHICLE COMPLETE’.
11.11.1996 Repair ‘VEHICLE COMPLETE’.
11.01.1997 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
18.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30389

Details: wagon ‘WQTY 30389 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

18.04.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.04.1990 Repair ‘COUPLER COMPLETE’.
18.04.1990 Repair ‘EMPTY LOAD VALVE’.
18.04.1990 Repair ‘GRADE CONTROL VALVE’.
18.04.1990 Repair ‘WHEEL SET’.
18.04.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
10.06.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.06.1993 Repair ‘VEHICLE COMPLETE’.
10.06.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
25.07.1994 Repair ‘VEHICLE COMPLETE’.
25.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
08.10.1994 Repair ‘VEHICLE COMPLETE’.
08.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQTY 30389 H’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
22.06.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30389 H’
27.06.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30392

Details: wagon ‘WQTY 30392 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

04.11.1991 Repair ‘SIDE STEP’.
04.11.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30392 M’
18.03.1994 Repair ‘VEHICLE COMPLETE’.
18.03.1994 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30392 M’
31.03.1994 Repair ‘VEHICLE COMPLETE’.
31.03.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30392 M’
01.10.1994 Repair ‘VEHICLE COMPLETE’.
01.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30392 M’
31.01.1995 Repair ‘VEHICLE COMPLETE’.
31.01.1995 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30392 M’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30392 M’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
27.06.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
07.09.1996 Repair ‘VEHICLE COMPLETE’.
25.09.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30393

Details: wagon ‘WQTY 30393 H’ in AN ‘Mainland Division’.

Operator: C
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Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

22.08.1994 Repair ‘VEHICLE COMPLETE’.
22.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30393 V’
20.09.1994 Repair ‘VEHICLE COMPLETE’.
20.09.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30393 V’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30393 V’
10.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
22.08.1996 Repair ‘VEHICLE COMPLETE’.
29.08.1996 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30394

Details: wagon ‘WQTY 30394 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ
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Capacity of 57 tonnes

06.12.1991 Repair ‘SIDE STEP’.
06.12.1991 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30394 H’
02.07.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30394 H’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30394 H’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
14.08.1996 Repair ‘VEHICLE COMPLETE’.
03.09.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
21.11.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30395

Details: wagon ‘WQTY 30395 C’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

06.01.1990 Repair ‘END HOSE’.
06.01.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30395 Q’
18.10.1990 Repair ‘HANDBRAKE HANDLE’.
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18.10.1990 Issued at location ‘Dry Creek’ with a previous code of wagon
‘WQCX 30395 Q’

03.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.03.1993 Repair ‘BOGIE BRAKE BLOCKS X92’.
03.03.1993 Repair ‘VEHICLE COMPLETE’.
03.03.1993 Repair ‘WHEEL SET’.
03.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30395 Q’
18.03.1993 Repair ‘BOGIE COMPLETE’.
18.03.1993 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30395 Q’
15.10.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
15.10.1993 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30395 Q’
23.01.1995 Repair ‘VEHICLE COMPLETE’.
23.01.1995 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30395 Q’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30395 Q’
16.07.1996 Repair ‘VEHICLE COMPLETE’.
21.08.1996 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
13.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30396

Details: wagon ‘WQTY 30396 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30396 C–EX WQA 30396 P
BSG Code: WXQZ
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2.935. Wagon classification starting with ‘WQT’

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30396 P’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30396 P’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
18.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30397

Details: wagon ‘WQTY 30397 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

31.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.10.1989 Repair ‘BRAKE CONTROL PIPE’.
31.10.1989 Repair ‘BRANCH PIPE’.
31.10.1989 Repair ‘ISOLATING COCK’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.
31.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
31.10.1989 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30397 L’
19.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.04.1991 Repair ‘COUPLER KNUCKLE’.
19.04.1991 Repair ‘EMPTY LOAD VALVE’.
19.04.1991 Repair ‘GRADE CONTROL VALVE’.
19.04.1991 Repair ‘OTHER BRAKE RESERVOIR COMPLETE’.
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19.04.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30397 L’
12.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.12.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
12.12.1991 Repair ‘BRAKE LEVER’.
12.12.1991 Repair ‘BRAKE PULL ROD’.
12.12.1991 Repair ‘COUPLER KNUCKLE’.
12.12.1991 Repair ‘EMPTY LOAD VALVE’.
12.12.1991 Repair ‘GRADE CONTROL VALVE’.
12.12.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30397 L’
17.06.1995 Repair ‘VEHICLE COMPLETE’.
17.06.1995 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30397 L’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30397 L’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
24.06.1996 Repair ‘VEHICLE COMPLETE’.
26.06.1996 Repair ‘VEHICLE COMPLETE’.
01.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
05.08.1996 Repair ‘VEHICLE COMPLETE’.
14.09.1996 Repair ‘VEHICLE COMPLETE’.
27.09.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
14.11.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.
11.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30398

Details: wagon ‘WQTY 30398 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
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Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

08.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.11.1989 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.11.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
08.11.1989 Repair ‘HANDBRAKE HANDLE’.
08.11.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30398 U’
13.11.1990 Repair ‘BOGIE BEARINGS’.
13.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30398 U’
23.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1990 Repair ‘COUPLER KNUCKLE’.
23.11.1990 Repair ‘EMPTY LOAD VALVE’.
23.11.1990 Repair ‘GRADE CONTROL VALVE’.
23.11.1990 Repair ‘WHEEL SET’.
23.11.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30398 U’
24.02.1991 Repair ‘HANDRAILS’.
24.02.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30398 U’
07.06.1994 Repair ‘VEHICLE COMPLETE’.
07.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30398 U’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30398 U’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
05.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30399

Details: wagon ‘WQTY 30399 P’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
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Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

01.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.05.1990 Repair ‘HANDBRAKE HANDLE’.
01.05.1990 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCX 30399 G’
28.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.05.1990 Repair ‘HANDBRAKE HANDLE’.
28.05.1990 Repair ‘VEHICLE COMPLETE’.
28.05.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30399 G’
08.03.1991 Repair ‘BOGIE BRAKE BLOCKS X92’.
08.03.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30399 G’
12.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.04.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
12.04.1991 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
12.04.1991 Repair ‘COUPLER KNUCKLE’.
12.04.1991 Repair ‘EMPTY LOAD VALVE’.
12.04.1991 Repair ‘GRADE CONTROL VALVE’.
12.04.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30399 G’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30399 G’
01.08.1996 Repair ‘VEHICLE COMPLETE’.
09.08.1996 Repair ‘VEHICLE COMPLETE’.
15.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
21.10.1996 Repair ‘VEHICLE COMPLETE’.
13.11.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
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25.11.1996 Repair ‘VEHICLE COMPLETE’.
08.12.1996 Repair ‘VEHICLE COMPLETE’.
17.02.1997 Repair ‘VEHICLE COMPLETE’.
19.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30400

Details: wagon ‘WQTY 30400 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

28.10.1994 Repair ‘VEHICLE COMPLETE’.
28.10.1994 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30400 V’
15.11.1994 Repair ‘VEHICLE COMPLETE’.
15.11.1994 Issued at location ‘Alice springs’ with a previous code of wagon

‘WQCX 30400 V’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30400 V’
13.06.1996 Repair ‘VEHICLE COMPLETE’.
01.08.1996 Repair ‘VEHICLE COMPLETE’.
23.08.1996 Repair ‘VEHICLE COMPLETE’.
13.09.1996 Repair ‘VEHICLE COMPLETE’.
26.10.1996 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30401

Details: wagon ‘WQTY 30401 Q’ in AN ‘Mainland Division’.
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Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30401 H
BSG Code: WXQZ

Capacity of 57 tonnes

23.08.1989 Repair ‘HANDRAILS’.
23.08.1989 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30401 H’
09.11.1990 Repair ‘HANDRAILS’.
09.11.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30401 H’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30401 H’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30402

Details: wagon ‘WQTY 30402 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
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Remarks: EX WQCX 30402 Q
BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30402 G’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQA 30402 G’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
28.06.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30404

Details: wagon ‘WQTY 30404 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

17.04.1991 Repair ‘SIDE STEP’.
17.04.1991 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30404 L’
15.10.1992 Repair ‘SIDE STEP’.
15.10.1992 Repair ‘SIDE STEP’.
15.10.1992 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30404 L’
20.06.1994 Repair ‘VEHICLE COMPLETE’.
20.06.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30404 L’
27.06.1995 Repair ‘VEHICLE COMPLETE’.
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27.06.1995 Issued at location ‘One spot’ with a previous code of wagon
‘WQCX 30404 L’

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
21.06.1996 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30404 L’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
20.07.1996 Repair ‘VEHICLE COMPLETE’.
02.08.1996 Repair ‘VEHICLE COMPLETE’.
12.08.1996 Repair ‘VEHICLE COMPLETE’.
06.09.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
24.10.1996 Repair ‘VEHICLE COMPLETE’.
18.11.1996 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.
04.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30407

Details: wagon ‘WQTY 30407 B’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

21.03.1990 Repair ‘END HOSE’.
21.03.1990 Issued at location ‘Port Adelaide’ with a previous code of wagon

‘WQCX 30407 P’
14.05.1991 Repair ‘STEP’.
14.05.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30407 P’
12.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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12.08.1991 Repair ‘COUPLER KNUCKLE’.
12.08.1991 Repair ‘EMPTY LOAD VALVE’.
12.08.1991 Repair ‘GRADE CONTROL VALVE’.
12.08.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
12.08.1991 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30407 P’
14.12.1992 Repair ‘SIDE STEP’.
14.12.1992 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30407 P’
14.09.1994 Repair ‘VEHICLE COMPLETE’.
14.09.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30407 P’
19.10.1994 Repair ‘VEHICLE COMPLETE’.
19.10.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30407 P’
20.10.1994 Repair ‘VEHICLE COMPLETE’.
20.10.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30407 P’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30407 P’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
29.06.1996 Repair ‘VEHICLE COMPLETE’.
03.07.1996 Repair ‘VEHICLE COMPLETE’.
11.07.1996 Repair ‘VEHICLE COMPLETE’.
19.11.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30409

Details: wagon ‘WQTY 30409 T’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ
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Capacity of 57 tonnes

06.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1989 Repair ‘COUPLER COMPLETE’.
06.07.1989 Repair ‘VEHICLE COMPLETE’.
06.07.1989 Repair ‘VEHICLE COMPLETE’.
06.07.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30409 K’
06.05.1994 Repair ‘VEHICLE COMPLETE’.
06.05.1994 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30409 K’
06.08.1994 Repair ‘VEHICLE COMPLETE’.
06.08.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30409 K’
10.11.1994 Repair ‘VEHICLE COMPLETE’.
10.11.1994 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30409 K’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30409 K’
20.06.1996 Repair ‘VEHICLE COMPLETE’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
15.07.1996 Repair ‘VEHICLE COMPLETE’.
09.10.1996 Repair ‘VEHICLE COMPLETE’.
24.11.1996 Repair ‘VEHICLE COMPLETE’.
10.12.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30410

Details: wagon ‘WQTY 30410 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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Intended Use: CONTAINERS
BSG Code: QXQZ

Capacity of 57 tonnes

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQA 30410 T’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
17.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
29.07.1996 Repair ‘VEHICLE COMPLETE’.
04.08.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30412

Details: wagon ‘WQTY 30412 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30412 B–EX WQA 30412 Y
BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30412 Y’
30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED

LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.
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15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30412 Y’
24.06.1996 Repair ‘VEHICLE COMPLETE’.
03.08.1996 Repair ‘VEHICLE COMPLETE’.
17.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
02.12.1996 Repair ‘VEHICLE COMPLETE’.

WQTY 30413

Details: wagon ‘WQTY 30413 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30413 K
BSG Code: WXQZ

Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30413 A’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQA 30413 A’
03.07.1996 Repair ‘VEHICLE COMPLETE’.
05.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
28.09.1996 Repair ‘VEHICLE COMPLETE’.
05.02.1997 Repair ‘VEHICLE COMPLETE’.
21.02.1997 Repair ‘VEHICLE COMPLETE’.
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WQTY 30417

Details: wagon ‘WQTY 30417 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30417 A’
18.09.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
27.11.1996 Repair ‘VEHICLE COMPLETE’.
10.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30418

Details: wagon ‘WQTY 30418 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30418 J
BSG Code: WXQZ
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Capacity of 57 tonnes

04.03.1995 Repair ‘VEHICLE RECLASSIFY’.
04.03.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘WQA 30418 W’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQA 30418 W’
05.07.1996 Repair ‘VEHICLE COMPLETE’.
26.08.1996 Repair ‘VEHICLE COMPLETE’.
07.11.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
15.01.1997 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.
29.01.1997 Repair ‘VEHICLE COMPLETE’.
02.02.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30419

Details: wagon ‘WQTY 30419 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
Remarks: EX WQCX 30419 S
BSG Code: WXQZ

Capacity of 57 tonnes

13.02.1990 Repair ‘BOGIE COMPLETE’.
13.02.1990 Repair ‘COUPLER KNUCKLE’.
13.02.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.02.1990 Repair ‘SIDE STEP’.
13.02.1990 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30419 S’
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2.935. Wagon classification starting with ‘WQT’

30.04.1996 Alteration ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER ATTACHED
LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED LIST
RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQCX 30419 S’
23.06.1996 Repair ‘VEHICLE COMPLETE’.
26.09.1996 Repair ‘VEHICLE COMPLETE’.
19.10.1996 Repair ‘VEHICLE COMPLETE’.
12.12.1996 Repair ‘VEHICLE COMPLETE’.
13.01.1997 Repair ‘VEHICLE COMPLETE’.
20.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30420

Details: wagon ‘WQTY 30420 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

11.06.1990 Repair ‘HANDRAILS’.
11.06.1990 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30420 Y’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30420 Y’
05.07.1996 Repair ‘VEHICLE COMPLETE’.
09.07.1996 Repair ‘VEHICLE COMPLETE’.
16.07.1996 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

08.08.1996 Repair ‘VEHICLE COMPLETE’.
16.01.1997 Repair ‘VEHICLE COMPLETE’.
23.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30421

Details: wagon ‘WQTY 30421 J’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

29.07.1991 Repair ‘HANDBRAKE HANDLE’.
29.07.1991 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30421 A’
03.03.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
03.03.1993 Issued at location ‘Dry Creek’ with a previous code of wagon

‘WQCX 30421 A’
14.07.1994 Repair ‘VEHICLE COMPLETE’.
14.07.1994 Issued at location ‘Port Augusta’ with a previous code of wagon

‘WQCX 30421 A’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30421 A’
19.06.1996 Repair ‘VEHICLE COMPLETE’.
13.07.1996 Repair ‘VEHICLE COMPLETE’.
26.07.1996 Repair ‘VEHICLE COMPLETE’.
17.08.1996 Repair ‘VEHICLE COMPLETE’.
09.09.1996 Repair ‘VEHICLE COMPLETE’.
12.01.1997 Repair ‘VEHICLE COMPLETE’.
03.02.1997 Repair ‘VEHICLE COMPLETE’.
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2.935. Wagon classification starting with ‘WQT’

WQTY 30427

Details: wagon ‘WQTY 30427 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

11.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.07.1989 Repair ‘BRAKE BLOCK RB95’.
11.07.1989 Repair ‘BRAKE LEVER, DEAD’.
11.07.1989 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
11.07.1989 Repair ‘COUPLER KNUCKLE’.
11.07.1989 Repair ‘EMPTY LOAD VALVE’.
11.07.1989 Repair ‘GRADE CONTROL VALVE’.
11.07.1989 Issued at location ‘One spot’ with a previous code of wagon

‘WQCX 30427 X’
19.09.1989 Repair ‘BRAKE BLOCK RB95’.
19.09.1989 Issued at location ‘Aft islington’ with a previous code of wagon

‘WQCX 30427 X’
30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER

ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

29.05.1996 Repair ‘VEHICLE RECLASSIFY’.
29.05.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQCX 30427 X’
21.06.1996 Repair ‘VEHICLE COMPLETE’.
21.06.1996 Repair ‘VEHICLE RECLASSIFY’.
08.07.1996 Repair ‘VEHICLE COMPLETE’.
21.07.1996 Repair ‘VEHICLE COMPLETE’.
02.09.1996 Repair ‘VEHICLE COMPLETE’.
18.09.1996 Repair ‘VEHICLE COMPLETE’.
02.11.1996 Repair ‘VEHICLE COMPLETE’.
10.01.1997 Repair ‘VEHICLE COMPLETE’.
15.02.1997 Repair ‘VEHICLE COMPLETE’.
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2. TIMS GROUP INFORMATION - WAGONS

WQTY 30430

Details: wagon ‘WQTY 30430 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: S+B
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

11.06.1996 Repair ‘VEHICLE COMPLETE’.
12.06.1996 Repair ‘VEHICLE RECLASSIFY’.
12.06.1996 Issued at location ‘Port augusta workshops’ with a previous code of wagon

‘WQA 30430 M’
09.07.1996 Repair ‘VEHICLE COMPLETE’.
04.09.1996 Repair ‘VEHICLE COMPLETE’.
11.09.1996 Repair ‘VEHICLE COMPLETE’.
02.10.1996 Repair ‘VEHICLE COMPLETE’.
07.10.1996 Repair ‘VEHICLE COMPLETE’.
16.10.1996 Repair ‘VEHICLE COMPLETE’.
05.11.1996 Repair ‘VEHICLE COMPLETE’.
17.01.1997 Repair ‘VEHICLE COMPLETE’.
30.01.1997 Repair ‘VEHICLE COMPLETE’.

WQTY 30453

Details: wagon ‘WQTY 30453 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 21.2tonne
Current Gauge: Standard
Gauge Restrictions: B+S
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2.936. Wagon classification starting with ‘WR’

Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: CONTAINERS
BSG Code: WXQZ

Capacity of 57 tonnes

30.04.1996 Alteration complete ‘RECLASSIFY ‘WQCX’ WAGONS TO ‘WQTY’ AS PER
ATTACHED LIST RECLASSIFY ‘WQA’ WAGONS TO ‘WQTY‘ AS PER ATTACHED
LIST RECLASSIFY ‘RQHY’ WAGONS TO ‘WQTY’ AS PER ATTACHED LIST
RESTENCILL TARE TO READ 21.5T WORK TO BE CARRIED OUT AT PT.
AUGUSTA WORK TO BE PERFORMED IN CONJUNCTION WITH IBC & HIGH
SPEED CONVERSIONS. (RS4935)’. New class: ‘WQTY’.

15.05.1996 Repair ‘VEHICLE RECLASSIFY’.
15.05.1996 Issued at location ‘Australian National’ with a previous code of wagon

‘WQTY 30453 F’
22.06.1996 Repair ‘VEHICLE COMPLETE’.
22.06.1996 Repair ‘VEHICLE RECLASSIFY’.
22.06.1996 Issued at location ‘One spot’ with a previous code of wagon

‘WQTY 30453 F’
09.10.1996 Repair ‘VEHICLE COMPLETE’.

2.936 Wagon classification starting with ‘WR’

WR 5

Details: wagon ‘WR 5 M’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 15.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: NS 338
Date Built: 06.07.1913
Operating System: AN
Intended Use: GENERAL
Remarks: RAIL LAYING WAGON;STORED 18.02.93 PUG
BSG Code: DSFZ

Capacity of 0.1 tonnes

Fleet Grp Code: AH PB PZ
Last Lift: 08.07.1981
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2. TIMS GROUP INFORMATION - WAGONS

12.10.1988 Alteration ‘RECLASSIFY ‘WR 5’ TO ‘RW 5’ - REFER RS4237. (RS3096)’. New
class: ‘RW’.

2.937 Wagon classification starting with ‘WRA’

WRA 2600

14.06.1990 Reclassified from wagon ‘WRA 2600 B’ to ’ wagon ‘RWA 2600 G’.

2.938 Wagon classification starting with ‘WSC’

WSC 1497

Details: wagon ‘WSC 1497 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1498

Details: wagon ‘WSC 1498 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.938. Wagon classification starting with ‘WSC’

WSC 1499

Details: wagon ‘WSC 1499 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1500

Details: wagon ‘WSC 1500 T’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1501

Details: wagon ‘WSC 1501 F’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1502

Details: wagon ‘WSC 1502 Y’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1503

Details: wagon ‘WSC 1503 A’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.938. Wagon classification starting with ‘WSC’

WSC 1504

Details: wagon ‘WSC 1504 J’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1505

Details: wagon ‘WSC 1505 S’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1506

Details: wagon ‘WSC 1506 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1507

Details: wagon ‘WSC 1507 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1508

Details: wagon ‘WSC 1508 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.938. Wagon classification starting with ‘WSC’

WSC 1509

Details: wagon ‘WSC 1509 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1510

Details: wagon ‘WSC 1510 E’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1511

Details: wagon ‘WSC 1511 N’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1512

Details: wagon ‘WSC 1512 W’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1513

Details: wagon ‘WSC 1513 X’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.938. Wagon classification starting with ‘WSC’

WSC 1514

Details: wagon ‘WSC 1514 R’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1515

Details: wagon ‘WSC 1515 D’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1516

Details: wagon ‘WSC 1516 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1517

Details: wagon ‘WSC 1517 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1518

Details: wagon ‘WSC 1518 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.938. Wagon classification starting with ‘WSC’

WSC 1519

Details: wagon ‘WSC 1519 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1520

Details: wagon ‘WSC 1520 M’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1521

Details: wagon ‘WSC 1521 V’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1522

Details: wagon ‘WSC 1522 H’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1523

Details: wagon ‘WSC 1523 Q’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.938. Wagon classification starting with ‘WSC’

WSC 1524

Details: wagon ‘WSC 1524 C’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1525

Details: wagon ‘WSC 1525 L’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1526

Details: wagon ‘WSC 1526 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S

22811



2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1527

Details: wagon ‘WSC 1527 G’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1528

Details: wagon ‘WSC 1528 P’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes
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2.939. Wagon classification starting with ‘WSL’

WSC 1529

Details: wagon ‘WSC 1529 B’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

WSC 1530

Details: wagon ‘WSC 1530 U’ in AN ‘Mainland Division’.

Owner: SRA OF NSW
Operator: D
Length Over Headstocks: 14.7m
Tare Weight: 20tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: SRA OF NSW
Intended Use: SLEEPERS
BSG Code: NSFT

Capacity of 40 tonnes

2.939 Wagon classification starting with ‘WSL’

WSL 30650

Details: wagon ‘WSL 30650 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 13.7m
Tare Weight: 19.7tonne

22813



2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1965
Operating System: WESTRAIL
Intended Use: BOGIES ROLLINGS
BSG Code: WSFZ

Capacity of 30 tonnes

2.940 Wagon classification starting with ‘WSM’

WSM 31386

Details: wagon ‘WSM 31386 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31387

Details: wagon ‘WSM 31387 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes
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2.940. Wagon classification starting with ‘WSM’

WSM 31388

Details: wagon ‘WSM 31388 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31389

Details: wagon ‘WSM 31389 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31390

Details: wagon ‘WSM 31390 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31391

Details: wagon ‘WSM 31391 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31392

Details: wagon ‘WSM 31392 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes
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2.940. Wagon classification starting with ‘WSM’

WSM 31393

Details: wagon ‘WSM 31393 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31394

Details: wagon ‘WSM 31394 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31395

Details: wagon ‘WSM 31395 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31396

Details: wagon ‘WSM 31396 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31397

Details: wagon ‘WSM 31397 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes
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2.941. Wagon classification starting with ‘WSN’

WSM 31398

Details: wagon ‘WSM 31398 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

WSM 31399

Details: wagon ‘WSM 31399 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 9.6m
Tare Weight: 27tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: BALLAST
BSG Code: WSHB

Capacity of 45.3 tonnes

2.941 Wagon classification starting with ‘WSN’

WSN 30063

Details: wagon ‘WSN 30063 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 16.5m
Tare Weight: 27.1tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: WESTRAIL
Intended Use: BOGIES ROLLINGS
Remarks: EX WFDY 30063 H
BSG Code: WSFZ

Capacity of 68.2 tonnes

2.942 Wagon classification starting with ‘WSP’

WSP 30373

Details: wagon ‘WSP 30373 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 19.2m
Tare Weight: 37tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

Capacity of 39.2 tonnes

2.943 Wagon classification starting with ‘WSR’

WSR 30172

Details: wagon ‘WSR 30172 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
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2.943. Wagon classification starting with ‘WSR’

Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30173

Details: wagon ‘WSR 30173 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30174

Details: wagon ‘WSR 30174 W’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30175

Details: wagon ‘WSR 30175 X’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
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2. TIMS GROUP INFORMATION - WAGONS

Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30176

Details: wagon ‘WSR 30176 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30177

Details: wagon ‘WSR 30177 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30178

Details: wagon ‘WSR 30178 M’ in AN ‘Mainland Division’.
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2.943. Wagon classification starting with ‘WSR’

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30179

Details: wagon ‘WSR 30179 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30180

Details: wagon ‘WSR 30180 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ
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2. TIMS GROUP INFORMATION - WAGONS

WSR 30181

Details: wagon ‘WSR 30181 D’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30182

Details: wagon ‘WSR 30182 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30183

Details: wagon ‘WSR 30183 V’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
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2.943. Wagon classification starting with ‘WSR’

Intended Use: GENERAL
BSG Code: WXFZ

WSR 30184

Details: wagon ‘WSR 30184 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30185

Details: wagon ‘WSR 30185 Q’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30186

Details: wagon ‘WSR 30186 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL

22825



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30187

Details: wagon ‘WSR 30187 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30188

Details: wagon ‘WSR 30188 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes
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2.943. Wagon classification starting with ‘WSR’

WSR 30189

Details: wagon ‘WSR 30189 G’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

WSR 30190

Details: wagon ‘WSR 30190 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 16.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 1 .10.9700
Operating System: WESTRAIL
Intended Use: RAIL LENGTHS
Remarks: RAIL DISTRIBUTION WAGON
BSG Code: WSFR

Capacity of 24.6 tonnes

WSR 30191

Details: wagon ‘WSR 30191 L’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL

22827



2. TIMS GROUP INFORMATION - WAGONS

Intended Use: GENERAL
BSG Code: WXFZ

WSR 30192

Details: wagon ‘WSR 30192 U’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 12.8m
Tare Weight: 16.7tonne
Current Gauge: Standard
Gauge Restrictions: B+S
Bogie Configuration: 2X2
Date Built: 01.01.1987
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WXFZ

2.944 Wagon classification starting with ‘WSS’

WSS 30193

Details: wagon ‘WSS 30193 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 12.8m
Tare Weight: 21.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Restricted to Port Pirie - Broken Hill Section only
Date Built: 15.07.1988
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

Capacity of 24.6 tonnes

2.945 Wagon classification starting with ‘WST’

WST 30671

Details: wagon ‘WST 30671 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
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2.945. Wagon classification starting with ‘WST’

Operator: C
Length Over Headstocks: 17.4m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: DISTILLATE
Remarks: TANKER DISTILLATE
BSG Code: WSTP

Capacity of 64.3 tonnes

Capacity of 75701 litres

WST 30672

Details: wagon ‘WST 30672 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.4m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: DISTILLATE
Remarks: TANKER DISTILLATE
BSG Code: WSTP

Capacity of 64.3 tonnes

Capacity of 75701 litres

WST 30673

Details: wagon ‘WST 30673 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.4m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
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2. TIMS GROUP INFORMATION - WAGONS

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: DISTILLATE
Remarks: TANKER DISTILLATE
BSG Code: WSTP

Capacity of 64.3 tonnes

Capacity of 75701 litres

WST 30674

Details: wagon ‘WST 30674 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.4m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: DISTILLATE
Remarks: TANKER DISTILLATE
BSG Code: WSTP

Capacity of 64.3 tonnes

Capacity of 75701 litres

WST 30675

Details: wagon ‘WST 30675 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 17.4m
Tare Weight: 31tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: DISTILLATE
Remarks: TANKER DISTILLATE
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2.946. Wagon classification starting with ‘WSV’

BSG Code: WSTP

Capacity of 64.3 tonnes

Capacity of 75701 litres

2.946 Wagon classification starting with ‘WSV’

WSV 30164

Details: wagon ‘WSV 30164 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Restricted to Broad Gauge only
Date Built: 15.07.1988
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

Capacity of 18.8 tonnes

WSV 30165

Details: wagon ‘WSV 30165 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: D
Length Over Headstocks: 10.1m
Tare Weight: 18.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Run Restriction: Restricted to Broad Gauge only
Date Built: 15.07.1988
Operating System: WESTRAIL
Intended Use: GENERAL
BSG Code: WSFZ

Capacity of 18.8 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

2.947 Wagon classification starting with ‘WTA’

WTAF 640

Details: wagon ‘WTAF 640 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF
BSG Code: WSTP

Capacity of 40 tonnes

Capacity of 45000 litres

2.948 Wagon classification starting with ‘WTB’

WTBF 620

Details: wagon ‘WTBF 620 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13.5m
Tare Weight: 27.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
BSG Code: WSTP

Capacity of 40 tonnes

Capacity of 45000 litres
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2.949. Wagon classification starting with ‘WTE’

2.949 Wagon classification starting with ‘WTE’

WTEF 4726

Details: wagon ‘WTEF 4726 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF 4726 R
BSG Code: NSTZ

Capacity of 56 tonnes

19.02.1995 Repair ‘VEHICLE RECLASSIFY’.
19.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NTAF 4726 R’

WTEF 4727

Details: wagon ‘WTEF 4727 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF 4727 D
BSG Code: NSTZ

Capacity of 56 tonnes

19.02.1995 Repair ‘VEHICLE RECLASSIFY’.
19.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NTAF 4727 D’
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2. TIMS GROUP INFORMATION - WAGONS

WTEF 4728

Details: wagon ‘WTEF 4728 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.7m
Tare Weight: 26tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 13.01.1989
Operating System: WESTRAIL
Intended Use: PETROLEUM PRODS
Remarks: EX NTAF 4728 M
BSG Code: NSTZ

Capacity of 56 tonnes

20.02.1995 Repair ‘VEHICLE RECLASSIFY’.
20.02.1995 Issued at location ‘Australian National’ with a previous code of wagon

‘NTAF 4728 M’

2.950 Wagon classification starting with ‘WVL’

WVL 30709

01.10.1987 Reclassified from wagon ‘WVL 30709 S’ to ’ wagon ‘WBAX 30709 S’.

WVL 30782

11.01.1989 Reclassified from wagon ‘WVL 30782 T’ to ’ wagon ‘WBAX 30782 T’.

WVL 30784

19.02.1988 Reclassified from wagon ‘WVL 30784 Y’ to ’ wagon ‘WBAX 30784 Y’.

WVL 30788

27.01.1988 Reclassified from wagon ‘WVL 30788 E’ to ’ wagon ‘WBAX 30788 E’.

WVL 30798

26.11.1987 Reclassified from wagon ‘WVL 30798 M’ to ’ wagon ‘WBAX 30798 M’.

WVL 30800

27.08.1987 Reclassified from wagon ‘WVL 30800 N’ to ’ wagon ‘WBAX 30800 N’.
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2.951. Wagon classification starting with ‘WVP’

WVL 30817

02.09.1987 Reclassified from wagon ‘WVL 30817 P’ to ’ wagon ‘WBAX 30817 P’.

WVL 30898

07.10.1987 Reclassified from wagon ‘WVL 30898 T’ to ’ wagon ‘WBAX 30898 T’.

WVL 30904

05.10.1987 Reclassified from wagon ‘WVL 30904 K’ to ’ wagon ‘WBAX 30904 K’.

WVL 30905

27.11.1987 Reclassified from wagon ‘WVL 30905 T’ to ’ wagon ‘WBAX 30905 T’.

WVL 30974

03.09.1987 Reclassified from wagon ‘WVL 30974 U’ to ’ wagon ‘WBAX 30974 U’.

2.951 Wagon classification starting with ‘WVP’

WVP 30808

14.12.1987 Reclassified from wagon ‘WVP 30808 F’ to ’ wagon ‘WBAX 30808 Q’.

2.952 Wagon classification starting with ‘WW’

WW 32001

Details: wagon ‘WW 32001 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes
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2. TIMS GROUP INFORMATION - WAGONS

WW 32003

Details: wagon ‘WW 32003 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32004

Details: wagon ‘WW 32004 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32005

Details: wagon ‘WW 32005 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22836



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32006

Details: wagon ‘WW 32006 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32007

Details: wagon ‘WW 32007 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22837



2. TIMS GROUP INFORMATION - WAGONS

WW 32008

Details: wagon ‘WW 32008 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32009

Details: wagon ‘WW 32009 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32010

Details: wagon ‘WW 32010 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22838



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32011

Details: wagon ‘WW 32011 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK

Capacity of 70.2 tonnes

WW 32012

Details: wagon ‘WW 32012 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22839



2. TIMS GROUP INFORMATION - WAGONS

WW 32013

Details: wagon ‘WW 32013 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32014

Details: wagon ‘WW 32014 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32015

Details: wagon ‘WW 32015 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22840



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32016

Details: wagon ‘WW 32016 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32017

Details: wagon ‘WW 32017 G’ in AN ‘Mainland Division’.

Owner: WA RAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22841



2. TIMS GROUP INFORMATION - WAGONS

WW 32018

Details: wagon ‘WW 32018 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32019

Details: wagon ‘WW 32019 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32020

Details: wagon ‘WW 32020 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22842



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32021

Details: wagon ‘WW 32021 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32022

Details: wagon ‘WW 32022 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22843



2. TIMS GROUP INFORMATION - WAGONS

WW 32023

Details: wagon ‘WW 32023 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32024

Details: wagon ‘WW 32024 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32025

Details: wagon ‘WW 32025 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22844



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32026

Details: wagon ‘WW 32026 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32027

Details: wagon ‘WW 32027 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22845



2. TIMS GROUP INFORMATION - WAGONS

WW 32028

Details: wagon ‘WW 32028 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32029

Details: wagon ‘WW 32029 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32030

Details: wagon ‘WW 32030 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22846



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 75 tonnes

WW 32031

Details: wagon ‘WW 32031 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32032

Details: wagon ‘WW 32032 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22847



2. TIMS GROUP INFORMATION - WAGONS

WW 32033

Details: wagon ‘WW 32033 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32034

Details: wagon ‘WW 32034 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32035

Details: wagon ‘WW 32035 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22848



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32036

Details: wagon ‘WW 32036 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1991
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32037

Details: wagon ‘WW 32037 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22849



2. TIMS GROUP INFORMATION - WAGONS

WW 32038

Details: wagon ‘WW 32038 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32039

Details: wagon ‘WW 32039 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32040

Details: wagon ‘WW 32040 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22850



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32041

Details: wagon ‘WW 32041 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32042

Details: wagon ‘WW 32042 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22851



2. TIMS GROUP INFORMATION - WAGONS

WW 32043

Details: wagon ‘WW 32043 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32044

Details: wagon ‘WW 32044 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32045

Details: wagon ‘WW 32045 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22852



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32046

Details: wagon ‘WW 32046 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32047

Details: wagon ‘WW 32047 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 75 tonnes

22853



2. TIMS GROUP INFORMATION - WAGONS

WW 32048

Details: wagon ‘WW 32048 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32049

Details: wagon ‘WW 32049 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32050

Details: wagon ‘WW 32050 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22854



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32051

Details: wagon ‘WW 32051 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32053

Details: wagon ‘WW 32053 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22855



2. TIMS GROUP INFORMATION - WAGONS

WW 32054

Details: wagon ‘WW 32054 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32055

Details: wagon ‘WW 32055 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32056

Details: wagon ‘WW 32056 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22856



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32057

Details: wagon ‘WW 32057 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32058

Details: wagon ‘WW 32058 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

22857



2. TIMS GROUP INFORMATION - WAGONS

WW 32059

Details: wagon ‘WW 32059 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32061

Details: wagon ‘WW 32061 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32062

Details: wagon ‘WW 32062 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22858



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32063

Details: wagon ‘WW 32063 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32064

Details: wagon ‘WW 32064 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22859



2. TIMS GROUP INFORMATION - WAGONS

WW 32065

Details: wagon ‘WW 32065 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 75 tonnes

WW 32067

Details: wagon ‘WW 32067 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32068

Details: wagon ‘WW 32068 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22860



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32069

Details: wagon ‘WW 32069 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32070

Details: wagon ‘WW 32070 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22861



2. TIMS GROUP INFORMATION - WAGONS

WW 32071

Details: wagon ‘WW 32071 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32072

Details: wagon ‘WW 32072 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32073

Details: wagon ‘WW 32073 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22862



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32074

Details: wagon ‘WW 32074 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32075

Details: wagon ‘WW 32075 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22863



2. TIMS GROUP INFORMATION - WAGONS

WW 32076

Details: wagon ‘WW 32076 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32077

Details: wagon ‘WW 32077 X’ in AN ‘Mainland Division’.

Owner: WA RAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32078

Details: wagon ‘WW 32078 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22864



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32079

Details: wagon ‘WW 32079 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32081

Details: wagon ‘WW 32081 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22865



2. TIMS GROUP INFORMATION - WAGONS

WW 32082

Details: wagon ‘WW 32082 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32083

Details: wagon ‘WW 32083 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32084

Details: wagon ‘WW 32084 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22866



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32085

Details: wagon ‘WW 32085 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32086

Details: wagon ‘WW 32086 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22867



2. TIMS GROUP INFORMATION - WAGONS

WW 32087

Details: wagon ‘WW 32087 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32088

Details: wagon ‘WW 32088 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32089

Details: wagon ‘WW 32089 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22868



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32090

Details: wagon ‘WW 32090 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32091

Details: wagon ‘WW 32091 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

22869



2. TIMS GROUP INFORMATION - WAGONS

WW 32092

Details: wagon ‘WW 32092 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32093

Details: wagon ‘WW 32093 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32094

Details: wagon ‘WW 32094 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22870



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32095

Details: wagon ‘WW 32095 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32096

Details: wagon ‘WW 32096 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

22871



2. TIMS GROUP INFORMATION - WAGONS

WW 32097

Details: wagon ‘WW 32097 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32098

Details: wagon ‘WW 32098 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32099

Details: wagon ‘WW 32099 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22872



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32101

Details: wagon ‘WW 32101 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32102

Details: wagon ‘WW 32102 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22873



2. TIMS GROUP INFORMATION - WAGONS

WW 32103

Details: wagon ‘WW 32103 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32104

Details: wagon ‘WW 32104 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32105

Details: wagon ‘WW 32105 K’ in AN ‘Mainland Division’.

Owner: WA RAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22874



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32106

Details: wagon ‘WW 32106 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32107

Details: wagon ‘WW 32107 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1992
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

22875



2. TIMS GROUP INFORMATION - WAGONS

WW 32108

Details: wagon ‘WW 32108 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32109

Details: wagon ‘WW 32109 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32110

Details: wagon ‘WW 32110 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22876



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32111

Details: wagon ‘WW 32111 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32112

Details: wagon ‘WW 32112 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1973
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22877



2. TIMS GROUP INFORMATION - WAGONS

WW 32113

Details: wagon ‘WW 32113 A’ in AN ‘Mainland Division’.

Owner: WA RAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32114

Details: wagon ‘WW 32114 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32115

Details: wagon ‘WW 32115 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22878



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32116

Details: wagon ‘WW 32116 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1979
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32117

Details: wagon ‘WW 32117 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22879



2. TIMS GROUP INFORMATION - WAGONS

WW 32118

Details: wagon ‘WW 32118 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

WW 32119

Details: wagon ‘WW 32119 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32120

Details: wagon ‘WW 32120 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22880



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32121

Details: wagon ‘WW 32121 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32122

Details: wagon ‘WW 32122 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 75 tonnes

22881



2. TIMS GROUP INFORMATION - WAGONS

WW 32123

Details: wagon ‘WW 32123 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32124

Details: wagon ‘WW 32124 R’ in AN ‘Mainland Division’.

Owner: WESTRIAL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32125

Details: wagon ‘WW 32125 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22882



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32126

Details: wagon ‘WW 32126 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1989
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32127

Details: wagon ‘WW 32127 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22883



2. TIMS GROUP INFORMATION - WAGONS

WW 32128

Details: wagon ‘WW 32128 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 75 tonnes

WW 32129

Details: wagon ‘WW 32129 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32130

Details: wagon ‘WW 32130 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22884



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32131

Details: wagon ‘WW 32131 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32132

Details: wagon ‘WW 32132 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70 tonnes

22885



2. TIMS GROUP INFORMATION - WAGONS

WW 32133

Details: wagon ‘WW 32133 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32134

Details: wagon ‘WW 32134 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32135

Details: wagon ‘WW 32135 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22886



2.952. Wagon classification starting with ‘WW’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32136

Details: wagon ‘WW 32136 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32137

Details: wagon ‘WW 32137 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

22887



2. TIMS GROUP INFORMATION - WAGONS

WW 32138

Details: wagon ‘WW 32138 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32139

Details: wagon ‘WW 32139 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1990
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

WW 32140

Details: wagon ‘WW 32140 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 13m
Tare Weight: 25tonne
Current Gauge: Standard
Gauge Restrictions: S

22888



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1960
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 70.2 tonnes

2.953 Wagon classification starting with ‘WWA’

WWA 32302

Details: wagon ‘WWA 32302 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32303

Details: wagon ‘WWA 32303 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Diagram Book Page No.: W2
Date Built: 01.07.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
Remarks: WHEAT HOPPER WAGON
BSG Code: WSHG

Capacity of 76 tonnes

22889



2. TIMS GROUP INFORMATION - WAGONS

WWA 32304

Details: wagon ‘WWA 32304 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32305

Details: wagon ‘WWA 32305 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32306

Details: wagon ‘WWA 32306 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22890



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
Remarks: WHEAT HOPPER WAGON
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32307

Details: wagon ‘WWA 32307 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32308

Details: wagon ‘WWA 32308 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22891



2. TIMS GROUP INFORMATION - WAGONS

WWA 32309

Details: wagon ‘WWA 32309 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32310

Details: wagon ‘WWA 32310 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32311

Details: wagon ‘WWA 32311 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22892



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32312

Details: wagon ‘WWA 32312 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32313

Details: wagon ‘WWA 32313 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22893



2. TIMS GROUP INFORMATION - WAGONS

WWA 32314

Details: wagon ‘WWA 32314 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32315

Details: wagon ‘WWA 32315 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32316

Details: wagon ‘WWA 32316 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22894



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32317

Details: wagon ‘WWA 32317 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
Remarks: WHEAT HOPPER WAGON
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32318

Details: wagon ‘WWA 32318 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22895



2. TIMS GROUP INFORMATION - WAGONS

WWA 32319

Details: wagon ‘WWA 32319 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32320

Details: wagon ‘WWA 32320 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32321

Details: wagon ‘WWA 32321 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22896



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32322

Details: wagon ‘WWA 32322 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32323

Details: wagon ‘WWA 32323 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22897



2. TIMS GROUP INFORMATION - WAGONS

WWA 32324

Details: wagon ‘WWA 32324 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32325

Details: wagon ‘WWA 32325 U’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32326

Details: wagon ‘WWA 32326 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22898



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32327

Details: wagon ‘WWA 32327 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32328

Details: wagon ‘WWA 32328 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22899



2. TIMS GROUP INFORMATION - WAGONS

WWA 32329

Details: wagon ‘WWA 32329 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32330

Details: wagon ‘WWA 32330 G’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32331

Details: wagon ‘WWA 32331 P’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22900



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32332

Details: wagon ‘WWA 32332 B’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32333

Details: wagon ‘WWA 32333 K’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22901



2. TIMS GROUP INFORMATION - WAGONS

WWA 32334

Details: wagon ‘WWA 32334 T’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32335

Details: wagon ‘WWA 32335 F’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32336

Details: wagon ‘WWA 32336 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22902



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32337

Details: wagon ‘WWA 32337 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32338

Details: wagon ‘WWA 32338 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22903



2. TIMS GROUP INFORMATION - WAGONS

WWA 32339

Details: wagon ‘WWA 32339 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32340

Details: wagon ‘WWA 32340 Y’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32341

Details: wagon ‘WWA 32341 A’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22904



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32342

Details: wagon ‘WWA 32342 J’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32343

Details: wagon ‘WWA 32343 S’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22905



2. TIMS GROUP INFORMATION - WAGONS

WWA 32344

Details: wagon ‘WWA 32344 E’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32345

Details: wagon ‘WWA 32345 N’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32346

Details: wagon ‘WWA 32346 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22906



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32347

Details: wagon ‘WWA 32347 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32348

Details: wagon ‘WWA 32348 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22907



2. TIMS GROUP INFORMATION - WAGONS

WWA 32349

Details: wagon ‘WWA 32349 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32350

Details: wagon ‘WWA 32350 W’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32351

Details: wagon ‘WWA 32351 X’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22908



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32352

Details: wagon ‘WWA 32352 R’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1975
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32353

Details: wagon ‘WWA 32353 D’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22909



2. TIMS GROUP INFORMATION - WAGONS

WWA 32354

Details: wagon ‘WWA 32354 M’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32355

Details: wagon ‘WWA 32355 V’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1980
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32356

Details: wagon ‘WWA 32356 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S

22910



2.953. Wagon classification starting with ‘WWA’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32357

Details: wagon ‘WWA 32357 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32358

Details: wagon ‘WWA 32358 C’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

22911



2. TIMS GROUP INFORMATION - WAGONS

WWA 32359

Details: wagon ‘WWA 32359 L’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32360

Details: wagon ‘WWA 32360 H’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

WWA 32361

Details: wagon ‘WWA 32361 Q’ in AN ‘Mainland Division’.

Owner: WESTRAIL
Operator: C
Length Over Headstocks: 15.4m
Tare Weight: 19.5tonne
Current Gauge: Standard
Gauge Restrictions: S
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2.954. Wagon classification starting with ‘WZ’

Bogie Configuration: 2X2
Date Built: 01.01.1970
Operating System: WESTRAIL
Intended Use: GRAIN BULK
BSG Code: WSHG

Capacity of 76 tonnes

2.954 Wagon classification starting with ‘WZ’

WZ 2

Details: wagon ‘WZ 2 B’ in AN ‘Mainland Division’.

Owner: V/LINE
Operator: D
Length Over Headstocks: 7.1m
Tare Weight: 14tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 2X2
Date Built: 01.01.1950
Operating System: V/LINE
Intended Use: POISON
BSG Code: VBZZ

Capacity of 20 tonnes

2.955 Wagon classification starting with ‘X’

X 3609

Details: wagon ‘X 3609 E’ in AN ‘Mainland Division’.

Owner: PRRPS
Operator: P
Length Over Headstocks: 4.6m
Tare Weight: 4.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $330
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CN 46
Date Built: 04.10.1910
Operating System: PRRPS
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Intended Use: GENERAL
Remarks: W/O 30.06.85;SOLD TO PRRPS 11.09.89
BSG Code: SOOZ

Capacity of 13.2 tonnes

Fleet Grp Code: WV AH
Return to Service Date: 11.09.1989

11.09.1989 Repair ‘VEHICLE SOLD’.

2.956 Wagon classification starting with ‘XA’

XA 1131

Details: wagon ‘XA 1131 D’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.9m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9210
Diagram Book Page No.: NN 45A
Date Built: 05.12.1952
Operating System: AN
Intended Use: GENERAL
Remarks: BREAKDOWN VAN - CME ALICE SPRINGS
BSG Code: DSZZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 08.02.1993
Last Brake Cylinder: 08.02.1993
Last Lift: 15.01.1981

13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘WHEEL SET’.
08.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.02.1993 Repair ‘BRAKE PULL ROD’.
08.02.1993 Repair ‘OTHER BRAKE CYLINDER COMPLETE’.

XA 1164

Details: wagon ‘XA 1164 X’ in AN ‘Mainland Division’.
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2.957. Wagon classification starting with ‘XB’

Owner: AN
Operator: E
Length Over Headstocks: 13.7m
Tare Weight: 25.8tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $9210
Diagram Book Page No.: NS 283
Date Built: 23.02.1954
Operating System: AN
Intended Use: GENERAL
Remarks: BREAKDOWN VAN - CME PT. AUGUSTA
BSG Code: DSZZ

Fleet Grp Code: AH PZ PD
Return to Service Date: 30.09.1993
Due Triple Valve: 18.10.1989
Last Single Car Test: 12.10.1993
Last Lift: 17.11.1981

30.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
30.09.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
30.09.1993 Repair ‘BRAKE PULL ROD’.
30.09.1993 Repair ‘COUPLER COMPLETE’.
30.09.1993 Repair ‘END BRAKE COCK’.
30.09.1993 Repair ‘END HOSE’.
30.09.1993 Repair ‘HANDBRAKE HANDLE’.
30.09.1993 Repair ‘TRAIN PIPE (END)’.
30.09.1993 Repair ‘VEHICLE COMPLETE’.

2.957 Wagon classification starting with ‘XB’

XB 649

Details: wagon ‘XB 649 W’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.7m
Tare Weight: 19.9tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $960
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: NS 284
Date Built: 10.07.1916
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Operating System: AN
Intended Use: GENERAL
Remarks: BREAKDOWN VAN - CME PETERBOROUGH
BSG Code: DSZZ

Corporate ID flag: Y
Fleet Grp Code: AH PZ PD
Return to Service Date: 28.08.1985
Last Lift: 17.11.1981

2.958 Wagon classification starting with ‘XC’

XC 2606

Details: wagon ‘XC 2606 A’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.7m
Tare Weight: 39.6tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $13650
Date Built: 22.08.1968
Operating System: AN
Intended Use: GENERAL
Remarks: BREAKDOWN VAN - CME PARKESTON
BSG Code: DSZZ

Capacity of 10 tonnes

Fleet Grp Code: AH PZ PD
Return to Service Date: 17.09.1982
Last Lift: 17.09.1982

2.959 Wagon classification starting with ‘XD’

XD 20

01.10.1995 Repair ‘VEHICLE SOLD’.
01.10.1995 Repair ‘VEHICLE SOLD’.

2.960 Wagon classification starting with ‘XDA’

XDA 52

23.11.1995 Repair ‘VEHICLE SOLD’.
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2.961. Wagon classification starting with ‘XE’

2.961 Wagon classification starting with ‘XE’

XE 1

Details: wagon ‘XE 1 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 19.9m
Tare Weight: 34.7tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $125000
Diagram Book Page No.: NS 285
Date Built: 18.08.1915
Operating System: AN
Intended Use: GENERAL
Remarks: STORED PPI;NON A/C B/DOWN SLEEPING CAR
BSG Code: DSZZ

Capacity of 24 sleeping

Fleet Grp Code: AH PZ PD
Return to Service Date: 01.01.1984
Last Lift: 17.11.1976

2.962 Wagon classification starting with ‘XR’

XR 98

Details: wagon ‘XR 98 U’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 10.1m
Tare Weight: 21.5tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 2X2
Original Cost: $1120
Diagram Book Page No.: NS 286
Date Built: 31.12.1916
Operating System: AN
Intended Use: CRANE WRECKMASTR
Remarks: MATCH WAGON FOR XRA - CME PT. AUGUSTA
BSG Code: DSFZ

22917



2. TIMS GROUP INFORMATION - WAGONS

Fleet Grp Code: AH PZ PD
Return to Service Date: 29.04.1983
Last Lift: 28.08.1975

2.963 Wagon classification starting with ‘XRA’

XRA 1967

Details: wagon ‘XRA 1967 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: E
Length Over Headstocks: 13.7m
Tare Weight: 49.2tonne
Current Gauge: Standard
Gauge Restrictions: S/N
Bogie Configuration: 2X2
Original Cost: $1120
Diagram Book Page No.: NS 287
Date Built: 18.07.1918
Operating System: AN
Intended Use: CRANE WRECKMASTR
Remarks: CME PT. AUGUSTA
BSG Code: DSFZ

Fleet Grp Code: AH PZ PD
Return to Service Date: 13.08.1992
Last Single Car Test: 21.08.1992
Last Lift: 05.11.1981

13.08.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.08.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
13.08.1992 Repair ‘BOGIE COMPLETE’.
13.08.1992 Repair ‘BRAKE PULL ROD’.
13.08.1992 Repair ‘END HOSE’.
13.08.1992 Repair ‘SIDE BEARER’.
13.08.1992 Repair ‘TRAIN PIPE (END)’.
13.08.1992 Repair ‘VEHICLE COMPLETE’.

2.964 Wagon classification starting with ‘Y’

Y 3056

Details: wagon ‘Y 3056 W’ in AN ‘Mainland Division’.

Owner: ARHS
Operator: D
Length Over Headstocks: 6.1m
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2.964. Wagon classification starting with ‘Y’

Tare Weight: 8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB 72
Date Built: 01.01.1913
Operating System: ARHS
Intended Use: GENERAL
Remarks: SOLD TO ARHS
BSG Code: SDOZ

Capacity of 17.3 tonnes

Fleet Grp Code: WX AH
Return to Service Date: 27.08.1992

09.01.1991 Alteration complete ‘ARHS RECLASSIFYING THEIR ROLLINGSTOCK TO
ORIGINAL CLASSIFICATIONS. (ARHS)’. New class: ‘Y’.

27.08.1992 Repair ‘VEHICLE RECLASSIFY’.
27.08.1992 Issued at location ‘Dry Creek’ with a previous code of wagon ‘YB 3056 D’

Y 3582

Details: wagon ‘Y 3582 W’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: C
Length Over Headstocks: 6.1m
Tare Weight: 8tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Original Cost: $300
Run Restriction: Trailing Load Restricted
Diagram Book Page No.: CB 72
Date Built: 21.11.1913
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: W/O 26.07.86; SOLD TO PORT DOCK STATION.
BSG Code: SDOZ

Capacity of 17.3 tonnes

Fleet Grp Code: AC
Return to Service Date: 26.01.1982
Last Lift: 26.01.1982
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Y 5017

Details: wagon ‘Y 5017 L’ in AN ‘Mainland Division’.

Owner: PDSM
Operator: C
Length Over Headstocks: 4.6m
Tare Weight: 5.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CN 43
Date Built: 01.01.1914
Operating System: PORT DOCK STATION
Intended Use: GENERAL
Remarks: SOLD TO PDSM 09.11.88
BSG Code: SOOZ

Capacity of 13 tonnes

Fleet Grp Code: AC
Return to Service Date: 09.11.1988

2.965 Wagon classification starting with ‘YB’

YB 3056

27.08.1992 Reclassified from wagon ‘YB 3056 D’ to ’ wagon ‘Y 3056 W’.

2.966 Wagon classification starting with ‘YY’

YY 4925

Details: wagon ‘YY 4925 Q’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: C
Length Over Headstocks: 6.1m
Tare Weight: 7.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $390
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CN 47
Date Built: 04.11.1913
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2.967. Wagon classification starting with ‘Z’

Operating System: SRPS
Intended Use: GENERAL
Remarks: W/O 04.04.87;SOLD 27.01.89 SPRPS
BSG Code: SOOZ

Capacity of 17.3 tonnes

Fleet Grp Code: WW AC
Return to Service Date: 19.02.1990

19.02.1990 Repair ‘VEHICLE SOLD’.

YY 5843

Details: wagon ‘YY 5843 N’ in AN ‘Mainland Division’.

Owner: SPRPS
Operator: C
Length Over Headstocks: 6.1m
Tare Weight: 7.6tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 4 WHEEL
Original Cost: $800
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: CN 47
Date Built: 15.03.1924
Operating System: SRPS
Intended Use: GENERAL
Remarks: W/O 26.07.86;SOLD 27.01.89 SPRPS
BSG Code: SOOZ

Capacity of 17.3 tonnes

Fleet Grp Code: WW AC
Return to Service Date: 19.02.1990

19.02.1990 Repair ‘VEHICLE SOLD’.

2.967 Wagon classification starting with ‘Z’

Z 2694

Details: wagon ‘Z 2694 E’ in AN ‘Mainland Division’.

Owner: A.R.H.S
Operator: D
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Length Over Headstocks: 6.7m
Tare Weight: 9.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Train Speed Restriction when attached
Date Built: 01.01.1900
Operating System: ARHS
Intended Use: BALLAST
BSG Code: SDHB

Capacity of 29.1 tonnes

Z 3199

Details: wagon ‘Z 3199 U’ in AN ‘Mainland Division’.

Owner: A.R.H.S
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Train Speed Restriction when attached
Date Built: 01.01.1900
Operating System: ARHS
Intended Use: BALLAST
BSG Code: SDHB

Capacity of 29.1 tonnes

Z 3209

Details: wagon ‘Z 3209 B’ in AN ‘Mainland Division’.

Owner: A.H.R.S
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Train Speed Restriction when attached
Date Built: 01.01.1900
Operating System: ARHS
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Intended Use: BALLAST
BSG Code: SDHB

Capacity of 29.1 tonnes

Z 3211

Details: wagon ‘Z 3211 G’ in AN ‘Mainland Division’.

Owner: A.R.H.S
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Train Speed Restriction when attached
Date Built: 01.01.1900
Operating System: ARHS
Intended Use: BALLAST
BSG Code: SDHB

Capacity of 29.1 tonnes

Z 3239

Details: wagon ‘Z 3239 C’ in AN ‘Mainland Division’.

Owner: A.R.H.S
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.4tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Run Restriction: Train Speed Restriction when attached
Diagram Book Page No.: ARHS
Date Built: 01.01.1900
Operating System: ARHS
Intended Use: BALLAST
BSG Code: SDHB

Capacity of 29.1 tonnes

Z 3269

30.12.1987 Reclassified from wagon ‘Z 3269 ’ to ’ wagon ‘Z 3209 B’.
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2.968 Wagon classification starting with ‘ZF’

ZF 8

Details: wagon ‘ZF 8 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

ZF 21

Details: wagon ‘ZF 21 R’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

ZF 45

Details: wagon ‘ZF 45 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB
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2.969. Wagon classification starting with ‘ZG’

ZF 47

Details: wagon ‘ZF 47 S’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 11.7m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

2.969 Wagon classification starting with ‘ZG’

ZG 1

Details: wagon ‘ZG 1 D’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W140
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NTOA;MECH. SERVICE
BSG Code: DTOZ

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: EX WT
Return to Service Date: 09.05.1996
Last Triple Valve: 15.01.1990
Last Single Car Test: 17.12.1991

15.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.01.1990 Repair ‘BRAKE BLOCK OTHER’.
15.01.1990 Repair ‘BRAKE CONTROL PIPE’.
15.01.1990 Repair ‘BRANCH PIPE’.
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15.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.05.1991 Repair ‘BOGIE COMPLETE’.
22.05.1991 Repair ‘SIDE BEARER’.
17.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.12.1991 Repair ‘BOGIE COMPLETE’.
17.12.1991 Repair ‘BRANCH PIPE’.
17.12.1991 Repair ‘COUPLER COMPLETE’.
17.12.1991 Repair ‘TRAIN PIPE (END)’.
09.05.1996 Repair ‘TRAIN PIPE’.

ZG 2

Details: wagon ‘ZG 2 M’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W140
Date Built: 01.01.1954
Operating System: AN
Intended Use: GENERAL
Remarks: EX NTOA;MECH. SERVICE
BSG Code: DTOZ

Capacity of 25 tonnes

Corporate ID flag: Y
Return to Service Date: 13.09.1995
Last Triple Valve: 14.02.1991
Last Single Car Test: 19.09.1995

19.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.12.1989 Repair ‘BRAKE BLOCK RB95’.
19.12.1989 Repair ‘BRAKE PULL ROD’.
19.12.1989 Repair ‘BRAKE SPREADER & HANGERS’.
19.12.1989 Repair ‘SIDE BEARER’.
21.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.05.1990 Repair ‘BOGIE COMPLETE’.
21.05.1990 Repair ‘COUPLER COMPLETE’.
21.05.1990 Repair ‘DOOR FRAME’.
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21.05.1990 Repair ‘SIDE MEMBER’.
09.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.10.1990 Repair ‘BOGIE COMPLETE’.
09.10.1990 Repair ‘COUPLER COMPLETE’.
09.10.1990 Repair ‘END BRAKE COCK’.
09.10.1990 Repair ‘END HOSE’.
13.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.02.1991 Repair ‘BRAKE CONTROL PIPE’.
13.02.1991 Repair ‘BRANCH PIPE’.
13.02.1991 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
13.02.1991 Repair ‘COUPLER KNUCKLE’.
26.07.1995 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.09.1995 Repair ‘UNCOUPLING ROD ASSEMBLY’.

ZG 3

Details: wagon ‘ZG 3 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 14.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W140
Date Built: 01.01.1944
Operating System: AN
Intended Use: GENERAL
Remarks: U/F EX TM1,SIDES EX CC211
BSG Code: DTOZ

Capacity of 25 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 12.04.1989
Last Single Car Test: 13.04.1989

26.05.1988 Alteration complete ‘CONVERT AND RECLASSIFY NRO 1142 TO TM
WAGON. (2111)’. New class: ‘TM’.

13.04.1989 Alteration complete ‘FIT UNDERFRAME TM1 WITH SIDES FROM CC211
AND RECLASSIFY ZG. (2118)’. New class: ‘ZG’.

2.970 Wagon classification starting with ‘ZH’

ZH 1

Details: wagon ‘ZH 1 F’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $28200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W107
Date Built: 27.04.1972
Operating System: AN
Intended Use: BALLAST
Remarks: EX QB
BSG Code: DTHB

Capacity of 45 tonnes

Fleet Grp Code: EX WT
Return to Service Date: 11.11.1996
Last Single Car Test: 23.11.1993

17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1989 Repair ‘BRAKE BLOCK RB95’.
17.07.1989 Repair ‘END BRAKE COCK’.
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘END BRAKE COCK’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.
11.10.1989 Repair ‘COUPLER COMPLETE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
15.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.06.1990 Repair ‘BOGIE COMPLETE’.
15.06.1990 Repair ‘COUPLER COMPLETE’.
15.06.1990 Repair ‘COUPLER KNUCKLE’.
15.06.1990 Repair ‘DISCHARGE DOOR’.
15.06.1990 Repair ‘HANDBRAKE HANDLE’.
15.06.1990 Repair ‘TRANSOM’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘COUPLER KNUCKLE’.
14.03.1991 Repair ‘DOOR HINGES AND PINS’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘DISCHARGE DOOR’.
27.02.1992 Repair ‘DOOR OPENING MECHANISM’.
27.02.1992 Repair ‘DOOR OPENING MECHANISM’.
27.02.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
05.01.1993 Repair ‘END BRAKE COCK’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘COUPLER COMPLETE’.
22.11.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘DOOR OPENING MECHANISM’.
22.11.1993 Repair ‘END BRAKE COCK’.
11.11.1996 Repair ‘BRAKE BLOCK RB95’.
11.11.1996 Repair ‘HANDRAILS’.

ZH 2

Details: wagon ‘ZH 2 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 16tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $28200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W107
Date Built: 04.05.1972
Operating System: AN
Intended Use: BALLAST
Remarks: EX QB
BSG Code: DTHB

Capacity of 45 tonnes

Fleet Grp Code: EX WT
Return to Service Date: 11.11.1996
Last Single Car Test: 22.11.1993

11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.
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11.10.1989 Repair ‘BRAKE BLOCK RB95’.
11.10.1989 Repair ‘COUPLER COMPLETE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘GRADE CONTROL VALVE’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.03.1990 Repair ‘BOGIE COMPLETE’.
19.03.1990 Repair ‘BRAKE BLOCK OTHER’.
19.03.1990 Repair ‘BRAKE BLOCK RB95’.
19.03.1990 Repair ‘BRAKE PULL ROD’.
19.03.1990 Repair ‘BRANCH PIPE’.
19.03.1990 Repair ‘DISCHARGE DOOR’.
19.03.1990 Repair ‘EMPTY LOAD VALVE’.
19.03.1990 Repair ‘END BRAKE COCK’.
19.03.1990 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE COMPLETE’.
18.06.1990 Repair ‘COUPLER COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘DISCHARGE DOOR’.
18.06.1990 Repair ‘DOOR OPENING MECHANISM’.
18.06.1990 Repair ‘END BRAKE COCK’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
14.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.04.1992 Repair ‘BOGIE COMPLETE’.
14.04.1992 Repair ‘COUPLER COMPLETE’.
14.04.1992 Repair ‘DISCHARGE DOOR’.
14.04.1992 Repair ‘DOOR OPENING MECHANISM’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
25.05.1992 Repair ‘DISCHARGE DOOR’.
25.05.1992 Repair ‘DOOR OPENING MECHANISM’.
25.05.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
25.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
19.11.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘END BRAKE COCK’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
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24.05.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1993 Repair ‘BRAKE BLOCK RB95’.
22.11.1993 Repair ‘BRAKE SPREADER & HANGERS’.
22.11.1993 Repair ‘DISCHARGE DOOR’.
22.11.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
13.06.1995 Repair ‘END BRAKE COCK’.
11.11.1996 Repair ‘HANDRAILS’.

ZH 3

Details: wagon ‘ZH 3 A’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 17.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $28200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W107
Date Built: 29.01.1976
Operating System: AN
Intended Use: BALLAST
Remarks: EX QB
BSG Code: DTHB

Capacity of 45 tonnes

Fleet Grp Code: EX WT
Return to Service Date: 11.11.1996
Last Brake Cylinder: 20.01.1989
Last Single Car Test: 23.11.1993

14.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.09.1989 Repair ‘BOGIE BOTTOM CENTRE PLATE’.
14.09.1989 Repair ‘BRAKE BLOCK RB95’.
14.09.1989 Repair ‘TOP CENTRE PLATE’.
14.09.1989 Repair ‘WHEEL SET’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.
11.10.1989 Repair ‘COUPLER COMPLETE’.
11.10.1989 Repair ‘DISCHARGE DOOR’.
11.10.1989 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
12.12.1989 Repair ‘BOGIE COMPLETE’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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18.06.1990 Repair ‘BOGIE COMPLETE’.
18.06.1990 Repair ‘COUPLER COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘DISCHARGE DOOR’.
18.06.1990 Repair ‘DOOR OPENING MECHANISM’.
18.06.1990 Repair ‘END BRAKE COCK’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.05.1992 Repair ‘BOGIE COMPLETE’.
20.05.1992 Repair ‘COUPLER COMPLETE’.
20.05.1992 Repair ‘DOOR OPENING MECHANISM’.
20.05.1992 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE COMPLETE’.
04.01.1993 Repair ‘COUPLER COMPLETE’.
04.01.1993 Repair ‘ROOF SHEET’.
24.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
24.05.1993 Repair ‘BOGIE COMPLETE’.
24.05.1993 Repair ‘BRAKE BLOCK RB95’.
24.05.1993 Repair ‘COUPLER COMPLETE’.
24.05.1993 Repair ‘WEAR PLATES & SADDLES’.
24.05.1993 Repair ‘YOKE SUPPORT PLATE LINER’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
11.11.1996 Repair ‘HANDRAILS’.

ZH 4

Details: wagon ‘ZH 4 J’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.7m
Tare Weight: 17.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $28200
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W107
Date Built: 29.01.1976
Operating System: AN
Intended Use: BALLAST
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Remarks: EX QB
BSG Code: DTHB

Capacity of 45 tonnes

Fleet Grp Code: EX WT
Return to Service Date: 11.11.1996
Last Single Car Test: 22.11.1993

06.09.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
26.09.1989 Repair ‘DISCHARGE DOOR’.
16.10.1989 Repair ‘DISCHARGE DOOR’.
19.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.01.1990 Repair ‘EMPTY LOAD VALVE’.
18.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.06.1990 Repair ‘BOGIE COMPLETE’.
18.06.1990 Repair ‘COUPLER COMPLETE’.
18.06.1990 Repair ‘COUPLER KNUCKLE’.
18.06.1990 Repair ‘DISCHARGE DOOR’.
18.06.1990 Repair ‘DOOR OPENING MECHANISM’.
18.06.1990 Repair ‘END BRAKE COCK’.
13.02.1991 Repair ‘DOOR HINGES AND PINS’.
13.02.1991 Repair ‘DOOR OPENING MECHANISM’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRAKE BLOCK RB95’.
27.05.1991 Repair ‘END BRAKE COCK’.
27.05.1991 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘DISCHARGE DOOR’.
27.02.1992 Repair ‘DISCHARGE DOOR’.
27.02.1992 Repair ‘DOOR OPENING MECHANISM’.
29.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
29.04.1992 Repair ‘BOGIE COMPLETE’.
29.04.1992 Repair ‘COUPLER COMPLETE’.
29.04.1992 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
29.04.1992 Repair ‘VEHICLE STENCILS’.
04.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.01.1993 Repair ‘BOGIE COMPLETE’.
04.01.1993 Repair ‘COUPLER COMPLETE’.
04.01.1993 Repair ‘HANDBRAKE HANDLE’.
14.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.01.1993 Repair ‘BOGIE COMPLETE’.
14.01.1993 Repair ‘COUPLER COMPLETE’.
14.01.1993 Repair ‘DISCHARGE DOOR’.
14.01.1993 Repair ‘DOOR OPENING MECHANISM’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
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03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘BRAKE BLOCK RB95’.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘DISCHARGE DOOR’.
03.05.1993 Repair ‘EMPTY LOAD VALVE’.
03.05.1993 Repair ‘HOSE FITTINGS’.
03.05.1993 Repair ‘NYLON HOSE’.
03.05.1993 Repair ‘OTHER SLACK ADJUSTER COMPLETE’.
22.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1993 Repair ‘BOGIE COMPLETE’.
22.11.1993 Repair ‘COUPLER COMPLETE’.
22.11.1993 Repair ‘DOOR HANDLES’.
22.11.1993 Repair ‘DOOR OPENING MECHANISM’.
11.11.1996 Repair ‘HANDRAILS’.

2.971 Wagon classification starting with ‘ZI’

ZI 1

16.10.1989 Reclassified from wagon ‘ZI 1 H’ to ’ wagon ‘HD 11 K’.

ZI 2

28.09.1989 Reclassified from wagon ‘ZI 2 Q’ to ’ wagon ‘HD 10 B’.

2.972 Wagon classification starting with ‘ZJ’

ZJ 18

Details: wagon ‘ZJ 18 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes
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Fleet Grp Code: AH EX WT
Return to Service Date: 21.11.1994
Last Single Car Test: 20.06.1994

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Repair ‘TRAIN PIPE (END)’.
18.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 18 F’
03.08.1989 Repair ‘BRAKE PIN’.
03.08.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 18 F’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘COUPLER COMPLETE’.
13.11.1989 Repair ‘DISCHARGE DOOR’.
13.11.1989 Repair ‘DOOR OPENING MECHANISM’.
13.11.1989 Repair ‘TRAIN PIPE’.
13.11.1989 Repair ‘TRANSOM’.
13.11.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
13.11.1989 Repair ‘VEHICLE STENCILS’.
13.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 18 F’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘TRAIN PIPE’.
20.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 18 F’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘DISCHARGE DOOR’.
06.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 18 F’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘COUPLER COMPLETE’.
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 18 F’
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 18 F’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
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07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRANCH PIPE’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘DOOR HINGES AND PINS’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
05.09.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘BRAKE PIN’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
23.11.1993 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.06.1994 Repair ‘BOGIE COMPLETE’.
20.06.1994 Repair ‘BRAKE SPREADER & HANGERS’.
20.06.1994 Repair ‘COUPLER COMPLETE’.
20.06.1994 Repair ‘WHEEL SET’.
21.11.1994 Repair ‘BOGIE COMPLETE’.
21.11.1994 Repair ‘BRAKE PIN’.
21.11.1994 Repair ‘BRAKE PULL ROD’.
21.11.1994 Repair ‘COUPLER COMPLETE’.

ZJ 19

Details: wagon ‘ZJ 19 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 11.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 04.10.1995
Last Single Car Test: 23.11.1993
Last Lift: 12.07.1983

07.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.07.1989 Repair ‘BRAKE BLOCK RB95’.
07.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 19 Y’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘AXLEBOX’.
20.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘BRAKE BLOCK RB95’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘DISCHARGE DOOR’.
20.02.1990 Repair ‘DOOR OPENING MECHANISM’.
20.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 19 Y’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘DISCHARGE DOOR’.
06.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 19 Y’
20.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.08.1990 Repair ‘AXLEBOX’.
20.08.1990 Repair ‘BOGIE COMPLETE’.
20.08.1990 Repair ‘COUPLER COMPLETE’.
20.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
20.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 19 Y’
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QJA 19 Y’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
16.10.1990 Repair ‘BRAKE SPREADER & HANGERS’.
16.10.1990 Repair ‘STEP’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘DISCHARGE DOOR’.
25.05.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘BOGIE COMPLETE’.
25.05.1992 Repair ‘BOGIE SPRING’.
25.05.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BOGIE BEARERS’.
28.07.1992 Repair ‘BOGIE COMPLETE’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘STEP’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘AXLEBOX’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘BRAKE PIN’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BRAKE LEVER’.
23.11.1993 Repair ‘BRAKE PIN’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
04.10.1995 Repair ‘BOGIE COMPLETE’.

ZJ 20

Details: wagon ‘ZJ 20 Q’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
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Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 19.11.1993
Last Triple Valve: 06.07.1990
Last Single Car Test: 22.11.1993

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 20 K’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE PULL ROD’.
19.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 20 K’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.06.1990 Repair ‘BOGIE COMPLETE’.
01.06.1990 Repair ‘BRAKE BLOCK RB95’.
01.06.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 20 K’
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘BRAKE CONTROL PIPE’.
06.07.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘DISCHARGE DOOR’.
06.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 20 K’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘BRANCH PIPE’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Repair ‘GRADE CONTROL VALVE’.
21.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 20 K’
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 20 K’
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘COUPLER KNUCKLE’.
07.02.1991 Repair ‘DISCHARGE DOOR’.
29.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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29.08.1991 Repair ‘AXLEBOX’.
29.08.1991 Repair ‘BOGIE COMPLETE’.
29.08.1991 Repair ‘COUPLER COMPLETE’.
29.08.1991 Repair ‘COUPLER TRIGGER LEVER’.
29.08.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘DOOR HINGES AND PINS’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘AXLEBOX’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘AXLEBOX’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘WEAR PLATES & SADDLES’.
03.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.05.1993 Repair ‘AXLEBOX’.
03.05.1993 Repair ‘BOGIE COMPLETE’.
03.05.1993 Repair ‘COUPLER COMPLETE’.
03.05.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘BRAKE BLOCK RB95’.
28.09.1993 Repair ‘TRAIN PIPE’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BRAKE BLOCK RB95’.
19.11.1993 Repair ‘DISCHARGE DOOR’.
19.11.1993 Repair ‘DOOR HINGES AND PINS’.
19.11.1993 Repair ‘DOOR OPENING MECHANISM’.

ZJ 21

Details: wagon ‘ZJ 21 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.1tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
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Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 21.08.1995
Last Single Car Test: 23.11.1993
Last Lift: 04.10.1983

02.08.1989 Repair ‘BRAKE BLOCK RB95’.
02.08.1989 Issued at location ‘Cooee’ with a previous code of wagon ‘QJA 21 T’
02.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.10.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.10.1989 Repair ‘BOGIE COMPLETE’.
02.10.1989 Repair ‘BRAKE BLOCK RB95’.
02.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
02.10.1989 Repair ‘COUPLER COMPLETE’.
02.10.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 21 T’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘COUPLER COMPLETE’.
19.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 21 T’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
07.05.1990 Repair ‘BRAKE LEVER’.
07.05.1990 Repair ‘BRAKE PULL ROD’.
07.05.1990 Issued at location ‘Burnie’ with a previous code of wagon ‘QJA 21 T’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COUPLER COMPLETE’.
05.07.1990 Repair ‘DISCHARGE DOOR’.
05.07.1990 Repair ‘YOKE CARRIER’.
05.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 21 T’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
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21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 21 T’
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 21 T’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
25.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
25.10.1990 Repair ‘BOGIE COMPLETE’.
25.10.1990 Repair ‘DISCHARGE DOOR’.
25.10.1990 Repair ‘DOOR OPENING MECHANISM’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘DOOR OPENING MECHANISM’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘BRAKE PIN’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.04.1991 Repair ‘BRAKE BLOCK RB95’.
05.04.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.09.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR OPENING MECHANISM’.
06.09.1991 Repair ‘WHEEL SET’.
28.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1992 Repair ‘BRAKE BLOCK RB95’.
28.07.1992 Repair ‘BRAKE LEVER’.
28.07.1992 Repair ‘BRAKE PIN’.
28.07.1992 Repair ‘BRAKE PULL ROD’.
28.07.1992 Repair ‘BRAKE SPREADER & HANGERS’.
28.07.1992 Repair ‘COUPLER COMPLETE’.
28.07.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
28.07.1992 Repair ‘END HOSE’.
28.07.1992 Repair ‘WHEEL SET’.
27.10.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.10.1992 Repair ‘BRAKE PIN’.
27.10.1992 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

22942



2.972. Wagon classification starting with ‘ZJ’

05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘BRAKE LEVER’.
05.01.1993 Repair ‘BRAKE PIN’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
05.01.1993 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘BRAKE BLOCK RB95’.
02.03.1993 Repair ‘BRAKE PIN’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
02.03.1993 Repair ‘YOKE CARRIER’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BRAKE BLOCK RB95’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
21.08.1995 Repair ‘COUPLER SUPPORT PLATE AND LINER’.

ZJ 23

Details: wagon ‘ZJ 23 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 23.11.1993
Last Single Car Test: 23.11.1993
Last Lift: 07.10.1983
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20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘AXLEBOX’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘DISCHARGE DOOR’.
20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 23 Y’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
18.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.07.1990 Repair ‘BOGIE COMPLETE’.
18.07.1990 Repair ‘COUPLER COMPLETE’.
18.07.1990 Repair ‘SIDE BEARER’.
18.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 23 Y’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘COUPLER COMPLETE’.
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 23 Y’
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 23 Y’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE PIN’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘DISCHARGE DOOR’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
06.09.1991 Repair ‘DISCHARGE DOOR’.
06.09.1991 Repair ‘DOOR HINGES AND PINS’.
06.09.1991 Repair ‘DOOR OPENING MECHANISM’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
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06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BRAKE BLOCK RB95’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.

ZJ 24

Details: wagon ‘ZJ 24 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 23.11.1993
Last Single Car Test: 23.11.1993

18.07.1989 Repair ‘BRAKE BLOCK RB95’.
18.07.1989 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 24 A’
22.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.09.1989 Repair ‘BOGIE COMPLETE’.
22.09.1989 Repair ‘COUPLER COMPLETE’.
22.09.1989 Repair ‘DOOR OPENING MECHANISM’.
22.09.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
13.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
13.11.1989 Repair ‘BOGIE COMPLETE’.
13.11.1989 Repair ‘COUPLER COMPLETE’.
13.11.1989 Repair ‘DISCHARGE DOOR’.
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13.11.1989 Repair ‘DOOR OPENING MECHANISM’.
13.11.1989 Repair ‘VEHICLE CHECK LETTER ADDED’.
13.11.1989 Repair ‘VEHICLE STENCILS’.
13.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘AXLEBOX’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘DISCHARGE DOOR’.
20.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘COUPLER COMPLETE’.
15.05.1990 Repair ‘END HOSE’.
15.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘DISCHARGE DOOR’.
09.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘COUPLER COMPLETE’.
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 24 A’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘DOOR OPENING MECHANISM’.
31.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
31.01.1992 Repair ‘BOGIE COMPLETE’.
31.01.1992 Repair ‘BRAKE BLOCK RB95’.
31.01.1992 Repair ‘DISCHARGE DOOR’.
31.01.1992 Repair ‘DOOR OPENING MECHANISM’.
31.01.1992 Repair ‘SIDE BEARER’.
19.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.02.1992 Repair ‘BOGIE COMPLETE’.
19.02.1992 Repair ‘BRAKE PIN’.
19.02.1992 Repair ‘COUPLER COMPLETE’.
19.02.1992 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
19.02.1992 Repair ‘COUPLER TRIGGER LEVER’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘AXLEBOX’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘DOOR OPENING MECHANISM’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.

ZJ 25

Details: wagon ‘ZJ 25 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 23.11.1993
Last Single Car Test: 23.11.1993

19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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19.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘BRAKE PIN’.
19.02.1990 Repair ‘COUPLER COMPLETE’.
19.02.1990 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
19.02.1990 Repair ‘DISCHARGE DOOR’.
19.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 25 J’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘DISCHARGE DOOR’.
06.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 25 J’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Repair ‘COUPLER TRIGGER LEVER’.
21.08.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 25 J’
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 25 J’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.05.1991 Repair ‘BRAKE PIN’.
18.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.07.1991 Repair ‘DOOR OPENING MECHANISM’.
16.01.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.01.1992 Repair ‘COUPLER TRIGGER LEVER’.
16.01.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
19.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE PIN’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘COUPLER KNUCKLE’.
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06.01.1993 Repair ‘WHEEL SET’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BRAKE BLOCK RB95’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
23.11.1993 Repair ‘SIDE STEP’.

ZJ 26

Details: wagon ‘ZJ 26 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 23.11.1993
Last Triple Valve: 15.03.1990
Last Single Car Test: 23.11.1993

01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.
New class: ‘ZJ’.

09.03.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.03.1990 Repair ‘BOGIE COMPLETE’.
09.03.1990 Repair ‘BRAKE BLOCK RB95’.
09.03.1990 Repair ‘BRAKE CONTROL PIPE’.
09.03.1990 Repair ‘BRAKE PIN’.
09.03.1990 Repair ‘BRAKE SPREADER & HANGERS’.
09.03.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
09.03.1990 Repair ‘VEHICLE RECLASSIFY’.
09.03.1990 Repair ‘WHEEL SET’.
09.03.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QJA 26 S’
09.03.1990 Issued at location ‘Launceston’ with a previous code of wagon ‘QJA 26 S’
05.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
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05.07.1990 Repair ‘BOGIE COMPLETE’.
05.07.1990 Repair ‘COUPLER COMPLETE’.
05.07.1990 Repair ‘DISCHARGE DOOR’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
05.09.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘DOOR HINGES AND PINS’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
05.09.1991 Repair ‘END HOSE’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
19.11.1992 Repair ‘COUPLER TRIGGER LEVER’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘BRAKE PIN’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘WHEEL SET’.
02.03.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.03.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.03.1993 Repair ‘BOGIE COMPLETE’.
02.03.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
23.11.1993 Repair ‘END HOSE’.
23.11.1993 Repair ‘RELAY VALVE’.

ZJ 28

Details: wagon ‘ZJ 28 T’ in AN ‘Tasmania Division’.

Owner: AN
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Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.2tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 23.08.1995
Last Single Car Test: 23.11.1993

19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COUPLER COMPLETE’.
19.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 28 N’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘AXLEBOX’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘DOOR OPENING MECHANISM’.
06.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 28 N’
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 28 N’
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 28 N’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
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27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.06.1991 Repair ‘DISCHARGE DOOR’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘AXLEBOX’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
05.01.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.09.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.09.1993 Repair ‘AXLEBOX’.
28.09.1993 Repair ‘BOGIE COMPLETE’.
28.09.1993 Repair ‘COUPLER COMPLETE’.
28.09.1993 Repair ‘COUPLER TRIGGER LEVER’.
28.09.1993 Repair ‘YOKE CARRIER’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘AXLEBOX’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
23.08.1995 Repair ‘BOGIE COMPLETE’.

ZJ 29

Details: wagon ‘ZJ 29 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 04.10.1995
Last Single Car Test: 23.11.1993

21.07.1989 Repair ‘BRAKE BLOCK RB95’.
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21.07.1989 Issued at location ‘Cooee’ with a previous code of wagon ‘QJA 29 W’
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘COUPLER COMPLETE’.
19.02.1990 Repair ‘COUPLER TRIGGER LEVER’.
19.02.1990 Repair ‘DISCHARGE DOOR’.
19.02.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
19.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
19.02.1990 Repair ‘VEHICLE STENCILS’.
19.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 29 W’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
15.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.05.1990 Repair ‘BOGIE COMPLETE’.
15.05.1990 Repair ‘COUPLER COMPLETE’.
15.05.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
15.05.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 29 W’
09.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
09.07.1990 Repair ‘BOGIE COMPLETE’.
09.07.1990 Repair ‘COUPLER COMPLETE’.
09.07.1990 Repair ‘COUPLER INTERNAL LOCKING PARTS’.
09.07.1990 Repair ‘DISCHARGE DOOR’.
09.07.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
09.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 29 W’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘COUPLER COMPLETE’.
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 29 W’
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 29 W’
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
06.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.02.1991 Repair ‘BOGIE COMPLETE’.
06.02.1991 Repair ‘COUPLER COMPLETE’.
06.02.1991 Repair ‘DISCHARGE DOOR’.
06.02.1991 Repair ‘DOOR OPENING MECHANISM’.
06.02.1991 Repair ‘TRAIN PIPE (END)’.
06.02.1991 Repair ‘TRAIN PIPE’.
05.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.09.1991 Repair ‘BOGIE COMPLETE’.
05.09.1991 Repair ‘COUPLER COMPLETE’.
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05.09.1991 Repair ‘DISCHARGE DOOR’.
05.09.1991 Repair ‘DOOR HINGES AND PINS’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
05.09.1991 Repair ‘DOOR OPENING MECHANISM’.
27.02.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
27.02.1992 Repair ‘BOGIE COMPLETE’.
27.02.1992 Repair ‘COUPLER COMPLETE’.
27.02.1992 Repair ‘DISCHARGE DOOR’.
27.02.1992 Repair ‘DOOR OPENING MECHANISM’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.01.1993 Repair ‘AXLEBOX’.
06.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
06.01.1993 Repair ‘BOGIE COMPLETE’.
06.01.1993 Repair ‘BRAKE BLOCK RB95’.
06.01.1993 Repair ‘COUPLER COMPLETE’.
06.01.1993 Repair ‘TRAIN PIPE (END)’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BRAKE BLOCK RB95’.
23.11.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
04.10.1995 Repair ‘BOGIE COMPLETE’.

ZJ 30

Details: wagon ‘ZJ 30 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 7.5m
Tare Weight: 12.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $5260
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W113
Date Built: 01.07.1957
Operating System: AN
Intended Use: BALLAST
Remarks: EX QJA
BSG Code: DTHB

22954



2.972. Wagon classification starting with ‘ZJ’

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 09.10.1996
Last Triple Valve: 05.01.1993
Last Single Car Test: 23.11.1993

10.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
10.11.1989 Repair ‘BOGIE COMPLETE’.
10.11.1989 Repair ‘COUPLER COMPLETE’.
10.11.1989 Repair ‘DISCHARGE DOOR’.
10.11.1989 Repair ‘DOOR OPENING MECHANISM’.
10.11.1989 Repair ‘TOP CENTRE PLATE’.
10.11.1989 Repair ‘VEHICLE STENCILS’.
10.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 30 S’
20.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.02.1990 Repair ‘AXLEBOX’.
20.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
20.02.1990 Repair ‘BOGIE COMPLETE’.
20.02.1990 Repair ‘COUPLER COMPLETE’.
20.02.1990 Repair ‘END BRAKE COCK’.
20.02.1990 Repair ‘END HOSE’.
20.02.1990 Repair ‘SIDE BEARER’.
20.02.1990 Repair ‘VEHICLE CHECK LETTER ADDED’.
20.02.1990 Repair ‘VEHICLE STENCILS’.
20.02.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 30 S’
28.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.02.1990 Repair ‘TRAIN PIPE (END)’.
28.02.1990 Issued at location ‘Hobart’ with a previous code of wagon ‘QJA 30 S’
01.03.1990 Alteration complete ‘RECLASSIFY QJA WAGONS TO ZJ CLASS (2106)’.

New class: ‘ZJ’.
06.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.07.1990 Repair ‘AXLEBOX’.
06.07.1990 Repair ‘BOGIE COMPLETE’.
06.07.1990 Repair ‘COUPLER COMPLETE’.
06.07.1990 Repair ‘DISCHARGE DOOR’.
06.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 30 S’
22.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.08.1990 Repair ‘BOGIE COMPLETE’.
22.08.1990 Repair ‘BRANCH PIPE’.
22.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
22.08.1990 Repair ‘COUPLER COMPLETE’.
22.08.1990 Repair ‘VEHICLE RECLASSIFY’.
22.08.1990 Repair ‘VEHICLE STENCILS’.
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 30 S’
22.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘QJA 30 S’
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16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.10.1990 Repair ‘BRAKE BLOCK RB95’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.07.1991 Repair ‘DISCHARGE DOOR’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘AXLEBOX’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
23.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.11.1993 Repair ‘BOGIE COMPLETE’.
23.11.1993 Repair ‘BRAKE BLOCK RB95’.
23.11.1993 Repair ‘DISCHARGE DOOR’.
23.11.1993 Repair ‘DOOR OPENING MECHANISM’.
23.11.1993 Repair ‘END HOSE’.
09.10.1996 Repair ‘BOGIE COMPLETE’.

2.973 Wagon classification starting with ‘ZLP’

ZLP 7

Details: wagon ‘ZLP 7 A’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

ZLP 30

Details: wagon ‘ZLP 30 H’ in AN ‘Mainland Division’.

Operator: C
Length Over Headstocks: 10.5m
Tare Weight: 23tonne
Current Gauge: Broad
Gauge Restrictions: B
Bogie Configuration: 4 WHEEL
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Date Built: 01.01.1987
Operating System: V/LINE
Intended Use: GENERAL
BSG Code: BBSB

2.974 Wagon classification starting with ‘ZM’

ZM 1

Details: wagon ‘ZM 1 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W138
Date Built: 14.05.1927
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRA;WITH JIB CRANE
BSG Code: DTZR

Capacity of 27 tonnes

Return to Service Date: 15.10.1991
Last Single Car Test: 15.10.1991
Last Lift: 28.07.1987

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘BOGIE COMPLETE’.
15.10.1991 Repair ‘BRANCH PIPE’.
15.10.1991 Repair ‘COUPLER COMPLETE’.
15.10.1991 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

ZM 2

Details: wagon ‘ZM 2 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 11.2tonne
Current Gauge: Narrow
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Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W138
Date Built: 01.01.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRE;WITH JIB CRANE
BSG Code: DTZR

Capacity of 27 tonnes

Return to Service Date: 15.10.1991
Last Single Car Test: 15.10.1991

15.10.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
15.10.1991 Repair ‘AXLEBOX’.
15.10.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.

ZM 3

Details: wagon ‘ZM 3 K’ in AN ‘Tasmania Division’.

Owner: TASRAIL
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 12tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Date Built: 14.01.1927
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX. FP54 - NOT FITTED WITH GANTRY CRANE
BSG Code: FTFL

Capacity of 25 tonnes

Fleet Grp Code: AH NB
Return to Service Date: 02.03.1994
Last Triple Valve: 20.06.1988
Last Brake Cylinder: 20.06.1988
Last Single Car Test: 24.02.1994
Last Lift: 10.08.1977

20.05.1988 Alteration complete ‘RECLASSIFY NRA CLASS TO FP CLASS WAGONS
(2113)’. New class: ‘FP’.

07.08.1989 Repair ‘END HOSE’.
07.08.1989 Issued at location ‘Burnie’ with a previous code of wagon ‘FP 54 W’
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22.11.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.11.1989 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
22.11.1989 Repair ‘BOGIE COMPLETE’.
22.11.1989 Repair ‘BRAKE BLOCK RB95’.
22.11.1989 Repair ‘CARD OR CLIP HOLDER’.
22.11.1989 Repair ‘COUPLER COMPLETE’.
22.11.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
22.11.1989 Repair ‘END HOSE’.
22.11.1989 Repair ‘LASHING POINT’.
22.11.1989 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.11.1989 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
02.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.01.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.01.1990 Repair ‘BOGIE COMPLETE’.
02.01.1990 Repair ‘BRAKE FULCRUM BRACKET’.
02.01.1990 Repair ‘COUPLER COMPLETE’.
02.01.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
17.07.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.07.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
17.07.1990 Repair ‘BOGIE COMPLETE’.
17.07.1990 Repair ‘COUPLER COMPLETE’.
17.07.1990 Repair ‘LASHING POINT’.
17.07.1990 Repair ‘LASHING POINT’.
17.07.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
02.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1990 Repair ‘BOGIE COMPLETE’.
02.08.1990 Repair ‘COUPLER COMPLETE’.
02.08.1990 Repair ‘LASHING POINT’.
02.08.1990 Repair ‘SIDE BEARER’.
02.08.1990 Repair ‘TRAIN PIPE (END)’.
02.08.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
28.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.11.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
28.11.1990 Repair ‘BOGIE COMPLETE’.
28.11.1990 Repair ‘COUPLER COMPLETE’.
28.11.1990 Repair ‘COUPLER KNUCKLE’.
28.11.1990 Repair ‘LASHING POINT’.
28.11.1990 Repair ‘TRAIN PIPE’.
28.11.1990 Repair ‘UNCOUPLING ROD ASSEMBLY’.
28.11.1990 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
02.07.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.07.1991 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
02.07.1991 Repair ‘BOGIE COMPLETE’.
02.07.1991 Repair ‘COUPLER COMPLETE’.
02.07.1991 Repair ‘END BRAKE COCK’.
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02.07.1991 Repair ‘END HOSE’.
02.07.1991 Repair ‘LASHING POINT’.
02.07.1991 Repair ‘UNCOUPLING ROD ASSEMBLY’.
02.07.1991 Repair ‘WEAR PLATES & SADDLES’.
02.07.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.11.1991 Repair ‘BRAKE BLOCK RB95’.
06.11.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
06.11.1991 Issued at location ‘Hobart’ with a previous code of wagon ‘FP 54 W’
03.12.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
03.12.1991 Repair ‘BOGIE COMPLETE’.
03.12.1991 Repair ‘COUPLER COMPLETE’.
03.12.1991 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
03.12.1991 Repair ‘LASHING POINT’.
03.12.1991 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
04.02.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.02.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
04.02.1993 Repair ‘BOGIE COMPLETE’.
04.02.1993 Repair ‘BRAKE BLOCK RB95’.
04.02.1993 Repair ‘COUPLER COMPLETE’.
04.02.1993 Repair ‘COUPLER KNUCKLE’.
04.02.1993 Repair ‘COUPLER KNUCKLE PIN’.
04.02.1993 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
04.02.1993 Repair ‘END BRAKE COCK’.
04.02.1993 Repair ‘LASHING POINT’.
04.02.1993 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
24.02.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
24.02.1994 Repair ‘BOGIE COMPLETE’.
24.02.1994 Repair ‘BRAKE BLOCK RB95’.
24.02.1994 Repair ‘COUPLER COMPLETE’.
24.02.1994 Repair ‘END BRAKE COCK’.
24.02.1994 Repair ‘LASHING POINT’.
24.02.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
28.02.1994 Alteration complete ‘REMOVE BOLSTERS FROM UNDERFRAME.WAGON

TO BE USED FOR CIVIL RAIL RECOVERY & MISC. TRANSPORT. (2141)’. Length
Over Headstocks: ‘12.2m’. Tare Weight: ‘12tonne’. Current Gauge: ‘Narrow’.
Gauge Restrictions: ‘N’. Bogie Configuration: ‘2X2’. New class: ‘ZM’. Intended
use: ‘RAIL LENGTHS’. Capacity: ‘25T.’

02.03.1994 Repair ‘STANCHION’.
02.03.1994 Repair ‘VEHICLE RECLASSIFY’.
02.03.1994 Repair ‘VEHICLE RENUMBERED’.
02.03.1994 Repair ‘VEHICLE RETARE’.
02.03.1994 Issued at location ‘East Tamar Junction’ with a previous code of wagon

‘FP 54 W’
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2.975 Wagon classification starting with ‘ZN’

ZN 1

Details: wagon ‘ZN 1 R’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 8.8m
Tare Weight: 16.5tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1290
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 27.07.1936
Operating System: AN
Intended Use: GENERAL
Remarks: CARPENTERS STORE
BSG Code: FTBZ

Capacity of 40 tonnes

Corporate ID flag: Y
Fleet Grp Code: AB
Return to Service Date: 12.08.1988

26.05.1988 Alteration complete ‘PLACE EE1 BODY ON HT7 UNDERFRAME AND
RECLASSIFY AS ZN WAGON. (2114)’. Length Over Headstocks: ‘8.8m’. Tare
Weight: ‘16.5tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘ZN’. Intended use: ‘GENERAL’. Capacity: ‘40T.’

2.976 Wagon classification starting with ‘ZOT’

ZOT 735

Details: wagon ‘ZOT 735 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.2tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted Train Speed Restriction when

attached
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Diagram Book Page No.: CB G-6
Date Built: 04.05.1972
Operating System: AN
Intended Use: GENERAL
Remarks: EX OBF;IFT BRAKING TENDER
BSG Code: DFZZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH WI
Return to Service Date: 01.05.1995
Due Triple Valve: 06.04.1993
Last Brake Cylinder: 12.06.1989
Last Lift: 18.07.1984

01.04.1986 Alteration complete ‘RECLASSIFICATION OF SERVICE STOCK TO MEET
REQUIREMENTS OF WAGON MONITORING SYSTEM. SFC 1 TO AZWL 3N
AFWL 1 WEIGHBRIDGE TEST CAR 3490 (RS4114)’. New class: ‘ZOT’.

01.08.1991 Repair ‘VEHICLE RECLASSIFY’.
01.08.1991 Issued at location ‘Islington Works’ with a previous code of wagon

‘OBF 735 R’
19.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.08.1991 Repair ‘AUX. BRAKE RESERVOIR COMPLETE’.
19.08.1991 Repair ‘AXLEBOX’.
19.08.1991 Repair ‘BRAKE LEVER’.
19.08.1991 Repair ‘BRAKE SPREADER & HANGERS’.
19.08.1991 Repair ‘VEHICLE COMPLETE’.
19.08.1991 Repair ‘VEHICLE STENCILS’.
19.08.1991 Repair ‘WHEEL SET’.
06.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.04.1992 Repair ‘COMPLETE TRIPLE VALVE ‘AF’ OR ‘ITV‘’.
04.05.1994 Repair ‘VEHICLE COMPLETE’.
01.05.1995 Repair ‘VEHICLE COMPLETE’.

ZOT 862

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

31.08.1989 Repair ‘VEHICLE CUT FOR SCRAP’.

ZOT 895

Details: wagon ‘ZOT 895 N’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
Tare Weight: 9.3tonne
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Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $16620
Run Restriction: Trailing Load Restricted Train Speed Restriction when

attached
Diagram Book Page No.: CB G-6
Date Built: 21.09.1977
Operating System: AN
Intended Use: GENERAL
Remarks: EX OBF;IFT BRAKING TENDER
BSG Code: DFZZ

Capacity of 22.4 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH PZ
Return to Service Date: 01.02.1994
Due Triple Valve: 01.05.1991
Last Lift: 03.05.1984

04.11.1987 Alteration complete ‘RECLASSIFICATION OF VEHICLES IN
ACCORDANCE WITH R.O.A. DETERMINATION. SEE ALTERATION FORMS
RS3080 TO RS31 INCLUSIVE. (RS4237)’. New class: ‘AQMX’.

23.11.1990 Repair ‘VEHICLE COMPLETE’.
21.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
21.01.1994 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

2.977 Wagon classification starting with ‘ZP’

ZP 1

Details: wagon ‘ZP 1 V’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 19.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $4220
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W115
Date Built: 01.01.1976
Operating System: AN
Intended Use: GENERAL
Remarks: EX SB;SINGLE BLADE BALLAST PLOUGH
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BSG Code: DTZZ

Corporate ID flag: Y
Fleet Grp Code: EX WT
Last Triple Valve: 21.08.1990
Last Single Car Test: 20.05.1993
Last Lift: 07.05.1987

08.08.1989 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.02.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
19.02.1990 Repair ‘BOGIE COMPLETE’.
19.02.1990 Repair ‘BRAKE BLOCK OTHER’.
19.02.1990 Repair ‘BRAKE BLOCK RB95’.
19.02.1990 Repair ‘BRAKE SPREADER & HANGERS’.
19.02.1990 Repair ‘COUPLER COMPLETE’.
21.08.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.08.1990 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.08.1990 Repair ‘BOGIE COMPLETE’.
21.08.1990 Repair ‘BRAKE BLOCK RB95’.
21.08.1990 Repair ‘BRANCH PIPE’.
21.08.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
21.08.1990 Repair ‘COUPLER COMPLETE’.
07.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
07.02.1991 Repair ‘BOGIE COMPLETE’.
07.02.1991 Repair ‘BRAKE BLOCK RB95’.
07.02.1991 Repair ‘COUPLER COMPLETE’.
12.02.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.02.1991 Repair ‘BOGIE COMPLETE’.
12.02.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘BOGIE COMPLETE’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘COUPLER COMPLETE’.
14.03.1991 Repair ‘SLOPE SHEET’.
14.03.1991 Repair ‘SLOPE SHEET’.
06.09.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.09.1991 Repair ‘BOGIE COMPLETE’.
06.09.1991 Repair ‘BRAKE BLOCK RB95’.
06.09.1991 Repair ‘COUPLER COMPLETE’.
19.11.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1992 Repair ‘BOGIE COMPLETE’.
19.11.1992 Repair ‘BRAKE BLOCK RB95’.
19.11.1992 Repair ‘COUPLER COMPLETE’.
19.11.1992 Repair ‘UNCOUPLING ROD ASSEMBLY’.
22.12.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
22.12.1992 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.05.1993 Repair ‘BOGIE COMPLETE’.
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20.05.1993 Repair ‘COUPLER COMPLETE’.
20.05.1993 Repair ‘YOKE CARRIER’.

ZP 2

Details: wagon ‘ZP 2 H’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 11m
Tare Weight: 17.9tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $4990
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W115
Date Built: 01.01.1957
Operating System: AN
Intended Use: GENERAL
Remarks: EX NBP1173;SINGLE BLADE BALLAST PLOUGH
BSG Code: DTZZ

Fleet Grp Code: AH EX WT
Return to Service Date: 10.09.1996
Last Single Car Test: 23.09.1994
Last Lift: 22.12.1981

18.09.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.09.1989 Repair ‘BOGIE COMPLETE’.
18.09.1989 Repair ‘VEHICLE RECLASSIFY’.
18.09.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘SB 2 S’
18.09.1989 Alteration complete ‘RECLASSIFY SB CLASS WAGONS TO ZP. (2108)’. New

class: ‘ZP’.
14.11.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
14.11.1990 Repair ‘COUPLER COMPLETE’.
14.11.1990 Repair ‘DRAFTGEAR COMPLETE HEAVY’.
14.11.1990 Repair ‘END BRAKE COCK’.
14.11.1990 Repair ‘END COMPLETE’.
14.11.1990 Repair ‘END HOSE’.
14.11.1990 Repair ‘YOKE COMPLETE’.
02.08.1991 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
02.08.1991 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.01.1993 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
05.01.1993 Repair ‘BOGIE COMPLETE’.
05.01.1993 Repair ‘BRAKE BLOCK RB95’.
05.01.1993 Repair ‘BRAKE PIN’.
05.01.1993 Repair ‘COUPLER COMPLETE’.
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05.01.1993 Repair ‘SIDE STEP’.
05.01.1993 Repair ‘WHEEL SET’.
20.07.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.07.1993 Repair ‘FLOOR SUPPORT’.
19.11.1993 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.11.1993 Repair ‘BOGIE COMPLETE’.
19.11.1993 Repair ‘BRAKE BLOCK RB95’.
19.11.1993 Repair ‘BRANCH PIPE’.
19.11.1993 Repair ‘COUPLER COMPLETE’.
21.09.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.09.1994 Repair ‘BOGIE COMPLETE’.
21.09.1994 Repair ‘COUPLER COMPLETE’.
10.09.1996 Repair ‘BRAKE LEVER’.
10.09.1996 Repair ‘BRAKE PULL ROD’.
10.09.1996 Repair ‘BRAKE SPREADER & HANGERS’.
10.09.1996 Repair ‘UNCOUPLING ROD ASSEMBLY’.

2.978 Wagon classification starting with ‘ZR’

ZR 1

Details: wagon ‘ZR 1 C’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 01.01.1947
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 04.07.1992
Last Single Car Test: 14.07.1992
Last Lift: 01.07.1977

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BOGIE COMPLETE’.
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04.10.1989 Repair ‘BRANCH PIPE’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.
04.07.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.07.1992 Repair ‘TRAIN PIPE’.

ZR 2

Details: wagon ‘ZR 2 L’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 10.02.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Return to Service Date: 11.10.1989
Last Triple Valve: 06.10.1989
Last Single Car Test: 18.10.1989
Last Lift: 14.08.1987

04.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
04.10.1989 Repair ‘BRAKE CONTROL PIPE’.
04.10.1989 Repair ‘BRAKE SPREADER & HANGERS’.
04.10.1989 Repair ‘BRANCH PIPE’.
04.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
04.10.1989 Repair ‘COUPLER COMPLETE’.
04.10.1989 Repair ‘COUPLER SUPPORT PLATE AND LINER’.
11.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
11.10.1989 Repair ‘BOGIE COMPLETE’.

ZR 3

Details: wagon ‘ZR 3 U’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
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Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 08.08.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 06.10.1989
Last Triple Valve: 09.10.1989
Last Single Car Test: 09.10.1989
Last Lift: 15.10.1979

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘BRAKE CONTROL PIPE’.
06.10.1989 Repair ‘BRANCH PIPE’.
06.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
06.10.1989 Repair ‘SIDE BEARER’.

ZR 4

Details: wagon ‘ZR 4 G’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 08.06.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR
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Capacity of 25 tonnes

Return to Service Date: 08.04.1992
Last Single Car Test: 08.04.1992
Last Lift: 08.05.1980

05.12.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
05.12.1989 Repair ‘END BRAKE COCK’.
05.12.1989 Repair ‘TRAIN PIPE’.
08.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
08.04.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
08.04.1992 Repair ‘BOGIE COMPLETE’.
08.04.1992 Repair ‘COUPLER COMPLETE’.

ZR 5

Details: wagon ‘ZR 5 P’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 15.08.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Return to Service Date: 21.06.1994
Due Triple Valve: 27.07.1989
Last Triple Valve: 24.01.1990
Last Single Car Test: 21.06.1994
Last Lift: 08.08.1980

12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
12.07.1989 Repair ‘BRAKE BLOCK RB95’.
23.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
23.02.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
23.02.1990 Repair ‘BOGIE COMPLETE’.
01.04.1992 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
01.04.1992 Repair ‘TOP CENTRE PLATE’.
01.04.1992 Repair ‘TRAIN PIPE (END)’.
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21.06.1994 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
21.06.1994 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
21.06.1994 Repair ‘BOGIE COMPLETE’.
21.06.1994 Repair ‘COUPLER COMPLETE’.
21.06.1994 Repair ‘UNCOUPLING ROD ASSEMBLY’.
21.06.1994 Repair ‘YOKE CARRIER’.

ZR 6

Details: wagon ‘ZR 6 B’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 28.07.1945
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 18.10.1989
Last Single Car Test: 18.10.1989
Last Lift: 16.06.1977

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
18.10.1989 Repair ‘BOGIE COMPLETE’.
18.10.1989 Repair ‘BRANCH PIPE’.
18.10.1989 Repair ‘SIDE BEARER’.

ZR 7

Details: wagon ‘ZR 7 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
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Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 30.09.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 20.10.1989
Last Triple Valve: 20.10.1989
Last Single Car Test: 20.10.1989
Last Lift: 03.11.1977

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

20.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
20.10.1989 Repair ‘BOGIE COMPLETE’.
20.10.1989 Repair ‘BRAKE CONTROL PIPE’.
20.10.1989 Repair ‘BRANCH PIPE’.
20.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
20.10.1989 Repair ‘HANDBRAKE HANDLE’.
20.10.1989 Repair ‘SIDE BEARER’.

ZR 8

Details: wagon ‘ZR 8 T’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 14.09.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR
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Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 19.10.1989
Last Single Car Test: 19.10.1989
Last Lift: 12.06.1979

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

19.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘SIDE BEARER’.

ZR 9

Details: wagon ‘ZR 9 F’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 28.07.1945
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR

Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 06.10.1989
Last Single Car Test: 09.10.1989
Last Lift: 27.09.1979

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

06.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
06.10.1989 Repair ‘BOGIE COMPLETE’.
06.10.1989 Repair ‘YOKE CARRIER’.
06.10.1989 Repair ‘YOKE SUPPORT PLATE LINER’.

ZR 10

Details: wagon ‘ZR 10 B’ in AN ‘Tasmania Division’.
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Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 03.08.1945
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX NRF
BSG Code: DTZR

Capacity of 27 tonnes

Return to Service Date: 18.10.1989
Last Triple Valve: 18.10.1989
Last Single Car Test: 18.10.1989
Last Lift: 24.06.1987

17.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.10.1989 Repair ‘BOGIE COMPLETE’.
17.10.1989 Repair ‘BRANCH PIPE’.
17.10.1989 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
17.10.1989 Repair ‘SIDE BEARER’.
18.10.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.

ZR 11

Details: wagon ‘ZR 11 K’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 12.2m
Tare Weight: 10.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W132
Date Built: 03.10.1944
Operating System: AN
Intended Use: RAIL LENGTHS
Remarks: EX SAA
BSG Code: DTZR
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Capacity of 25 tonnes

Fleet Grp Code: AH EX WT
Return to Service Date: 19.10.1989
Last Lift: 10.09.1977

01.03.1988 Alteration complete ‘RECLASSIFY SAA TO ZR CLASS WAGON. (2107)’.
New class: ‘ZR’.

19.10.1989 Repair ‘BOGIE COMPLETE’.
19.10.1989 Repair ‘SIDE BEARER’.

2.979 Wagon classification starting with ‘ZS’

ZS 1

Details: wagon ‘ZS 1 E’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 8.5m
Tare Weight: 14.3tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $1620
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Diagram Book Page No.: T W117
Date Built: 19.06.1950
Operating System: AN
Intended Use: SAND
Remarks: EX SC
BSG Code: DTHZ

Capacity of 15 tonnes

Return to Service Date: 18.12.1992

18.12.1992 Repair ‘BOGIE BRAKE RIGGING, LEVERS & RODS’.
18.12.1992 Repair ‘BOGIE COMPLETE’.
18.12.1992 Repair ‘BRAKE BLOCK RB95’.
18.12.1992 Repair ‘COUPLER COMPLETE’.

2.980 Wagon classification starting with ‘ZT’

ZT 1

17.01.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
17.01.1990 Repair ‘BRAKE BLOCK RB95’.
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17.01.1990 Repair ‘BRANCH PIPE’.
17.01.1990 Repair ‘COMPLETE TRIPLE VALVE - ‘W’ OR ‘D&M‘’.
30.06.1995 Repair ‘VEHICLE CUT FOR SCRAP’.
21.11.1995 Repair ‘LASHING POINT’.

2.981 Wagon classification starting with ‘ZU’

ZU 1

Details: wagon ‘ZU 1 X’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 14m
Tare Weight: 20.7tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Original Cost: $15010
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 30.04.1969
Operating System: AN
Intended Use: DISTILLATE
Remarks: U/F EX FFC 15;TANKS EX SD 1
BSG Code: DTTP

Capacity of 26000 litres

Corporate ID flag: Y
Fleet Grp Code: AD
Return to Service Date: 31.05.1988

26.05.1988 Alteration complete ‘CONVERT FFC15 TO MOBILE TANK WAGON [FUEL
- BOYER| RECLASSIFY AS ZU WAGON. (2112)’. Length Over Headstocks: ‘14m’.
Tare Weight: ‘14.3tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions: ‘N’. Bogie
Configuration: ‘2X2’. New class: ‘ZU’. Intended use: ‘DISTILLATE’. Capacity:
‘26000L.’

2.982 Wagon classification starting with ‘ZWT’

ZWT 754

Details: wagon ‘ZWT 754 E’ in AN ‘Mainland Division’.

Owner: AN
Operator: D
Length Over Headstocks: 6.7m
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Tare Weight: 28.4tonne
Current Gauge: Standard
Gauge Restrictions: S
Bogie Configuration: 4 WHEEL
Original Cost: $8070
Run Restriction: Trailing Load Restricted Train Speed Restriction when

attached
Diagram Book Page No.: CB G-6
Date Built: 28.05.1973
Operating System: AN
Intended Use: GENERAL
Remarks: EX OBF;IFT BRAKING TENDER
BSG Code: DFZZ

Capacity of 0.1 tonnes

Corporate ID flag: Y
Fleet Grp Code: AH
Return to Service Date: 01.02.1994
Last Single Car Test: 21.08.1990

01.11.1984 Alteration complete ‘RECLASSIFICATION OF DUPLICATED CLASSES
AND NUMBERED STOCK TO MEET THE REQUIREMENTS OF THE WAGON
MONITORING SYSTEM. (RS4007)’. New class: ‘EZZF’.

21.06.1990 Repair ‘VEHICLE RECOMMENDED CONDEMN’.
25.05.1992 Repair ‘HANDBRAKE HANDLE’.
03.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
11.05.1993 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.

2.983 Wagon classification starting with ‘ZX’

ZX 1

Details: wagon ‘ZX 1 Y’ in AN ‘Tasmania Division’.

Owner: AN
Operator: D
Length Over Headstocks: 10.9m
Tare Weight: 15.4tonne
Current Gauge: Narrow
Gauge Restrictions: N
Bogie Configuration: 2X2
Run Restriction: Vehicle suitable for use on AN lines only on gauge(s) shown
Date Built: 01.01.1954
Operating System: AN
Intended Use: EMPLOYEES
BSG Code: DTZZ
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Capacity of 3 crew

Fleet Grp Code: AH EX WT
Return to Service Date: 16.05.1990
Last Single Car Test: 21.05.1990

26.05.1988 Alteration complete ‘CONVERT AND RECLASSIFY NTOA 1765 TO TM
WAGON. (2111A)’. New class: ‘TM’.

26.07.1989 Repair ‘VEHICLE LOAD CAPACITY’.
26.07.1989 Repair ‘VEHICLE RECLASSIFY’.
26.07.1989 Repair ‘VEHICLE RENUMBERED’.
26.07.1989 Repair ‘VEHICLE RETARE’.
26.07.1989 Issued at location ‘Launceston’ with a previous code of wagon ‘TM 2 S’
27.07.1989 Alteration complete ‘RECLASSIFY U/F TM2 & BODY EX. GV VAN TO ZX

CLASS. TO BE USED FOR BRAKE TESTING. (2123)’. Length Over Headstocks:
‘10.9m’. Tare Weight: ‘15.4tonne’. Current Gauge: ‘Narrow’. Gauge Restrictions:
‘N’. Bogie Configuration: ‘2X2’. New class: ‘ZX’. Intended use: ‘EMPLOYEES’.
Capacity: ‘3C.’

28.07.1989 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
28.07.1989 Repair ‘BOGIE SPRING’.
28.07.1989 Repair ‘BOGIE SPRING’.
28.07.1989 Repair ‘BRAKE PULL ROD’.
28.07.1989 Repair ‘END BRAKE COCK’.
28.07.1989 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
28.07.1989 Repair ‘TRAIN PIPE (END)’.
16.05.1990 Repair ‘AIR BRAKE SYSTEM COMPLETE’.
16.05.1990 Repair ‘BOGIE COMPLETE’.
16.05.1990 Repair ‘BRAKE PULL ROD’.
16.05.1990 Repair ‘HAND BRAKE ASSEMBLY COMPLETE’.
16.05.1990 Repair ‘HANDBRAKE HANDLE’.
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A
ABBREVIATIONS AND GLOSSARY OF TERMS

A

AAR wheel arrangement The AAR wheel arrangement system is a method of
classifying locomotive wheel arrangements that was developed by the
Association of American Railroads. It is similar to the European UIC
classification, and it is widely used in North America to describe diesel
and electric locomotives. It is not used for steam locomotives; instead,
the Whyte notation is used. This system counts axles instead of wheels.
Letters refer to powered axles, and numbers to unpowered axles. ‘A’
refers to one powered axle, ‘B’ to two powered axles in a row, ‘C’ to three
powered axles in a row, and ‘D’ to four powered axles in a row. ‘1’ refers
to one idler axle, and ‘2’ to two idler axles in a row. A dash (‘-’) separates
trucks, or wheel assemblies. A plus sign (‘+’) refers to articulation.

Examples are: A1A-A1A, B-1, B-A1A, D-D, 2-D+D-2.

Air Brake This is the most common type of train brake. It was used on both
the South Australian and Commonwealth Railways.

Air Suspension The bogie of a vehicle is fitted with rubber air cushions or
bags. Compressed air is fed into the bags under the control of a valve to
ensure the correct pressure is maintained.

A.L.A.R.C See Australian Locomotive and Railway Carriage Company.

Alice, The Inaugrated on 21st November 1983, The Alice was promoted as an
all first class journey between Sydney and Alice Springs. No economy
seating was provided on the train. Poor patronage lead to the service
being terminated on 2 November 1987

A.N. See Australian National.

A.N.R.C. See Australian National Railway Commission.
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A.R.H.S. (SteamRanger) Australian Railway Historical Society. In South
Australia they operate train services under the name SteamRanger.

A.R.T.C. See Australian Rail Track Corporation.

Articulated Vehicle Two adjacent railway vehicles are mounted on one
bogie. It has the benefit of reducing the number of bogies required for a
train and hence the weight and maintenance requirements.

A.S.R. See Australia Southern Railway.

AustralAsia Railway Corporation The AustralAsia Railway Corporation is a
statutory body established under the AustralAsia Railway Corporation
Act 1996 and supported by South Australia through complementary
legislation. The Corporation was established in 1997 by the Northern
Territory and South Australian Governments to manage the awarding of
a Build, Own, Operate and Transfer back (BOOT) concession and to
enter into contractual arrangements with the successful consortium for
the construction of the rail line from Alice Springs to Darwin.

Australian Locomotive & Railway Carriage Company (Murraylander) The
Australian Loco & Railway Carriage Company was formed in 1999 by
Steve Moritz, Bob Butrims and Bruce Roberts to take over the
operational assests of the Murraylander. A joint veture company was
formed on a 50/50 basis by Aust Locomotive & Railway Carriage Co. and
the Victorian Railway Co (trading as West Coast Railway) to operate the
Murraylander and various other charters. They are also a rollingstock
provider specialising in the hire of power vans, crew cars and passenger
carriages for use on the standard gauge systems.

Australian National (A.N.) This was the operating business name of the
‘Australian National Railway Commission’, which was owned by the
Commonwealth of Australia.

Australian National Railway Commission (A.N.R.C.) This railway
organisation was owned by the Commonwealth of Australia. Its
operations extended from Kalgoorlie to Alice Springs and to the
boarders with Victoria and New South Wales, as well as all railways in
the state of Tasmania. It was formed in 1975 from the former
Commonwealth, South Australian (non-suburban) and Tasmanian
railways. It traded under the name Australian National.

Australian National Railways took over the operation of the country
passenger and goods services in South Australia as from 1st March 1978.
In 1997 the freight business was sold to Australia Southern Railroad and
the passeger business to Great Southern Railroad.

Asia Pacific Transport Consortium In 2000, the AustralAsia Rail Corporation
awarded the contract to build and operate the Adelaide to Darwin



railway line as a Build, Own, Operate and Transfer back project to the the
Asia Pacific Transport Consortium, which consists of: Kellogg Brown &
Root, John Holland Group, Carillion, Macmahon Holdings & Australian
Railroad Group. The Asia Pacific Transport Consortium contracted
FreightLink to implement the project and to operate the railway. The
Asia Pacific Transport Consortium leases some assets on the Darwin -
Alice Springs section from the AustralAsia Rail Corporation, and
subleases of the Alice Springs - Tarcoola, South Australia railway from
the Australian Government through the AustralAsia Rail Corporation.

Australian Rail Track Corporation (A.R.T.C.) The interstate rail corridors
operated by Australian National were transferred to the Australian Rail
Track Corporation as part of the 1997 sale. The Australian Rail Track
Corporation, which is owned by the Commonwealth of Australia,
commenced full operation on 1 July 1998.

Since formation it has negotiated various agreements gaining it access
to the main rail corridors from Perth to Brisbane.

Australia Southern Railroad (A.S.R.) The freight business of Australian
National was sold to the Australia Southern Railroad, a consortium
consisting of Genesee and Wyoming Inc, and Clyde Engineering and
Transfield, on 28 August 1997. They took over operation from 8
November 1997.

Axle The circular shaft connecting two wheels.

Axlebox The axlebox attaches the axle end to the bogie frame. The axle
rotates within the axlebox allowing the wheel to turn.

Axle Load The weight that is applied by one axle, on a carriage or engine, to
the track. Generally axle load refers to the maximum weight permitted
on a single axle.

B

Ballast The material most commonly used to form the road bed of a railway
track. It usually consists of crushed rock.

Bogie A bogie is the name given to the structure that holds 4 or 6 wheels in
pairs under one end a railway vehicles. It rotates on a pivot that allows it
to turn and follow curves in the track.

Broad Gauge A broad gauge railway has track 5 foot 3 inches (1600mm)
spacing between rails.



C

C.A.R. See Central Australia Railway.

Caboose A term used in the United States to describe a brake van.

Central Australia Railway (C.A.R.) The Central Australia Railway extended
from Port Augusta through Quorn and Marree to Alice Springs
(originally called Stuart until the name changed on 26th January 1932). It
was narrow gauge. The railway was originally built to Oodnadatta by the
South Australian Railways and transferred to Commonwealth ownership
on 1st January 1911. The South Australian Railways continued to
operated the line until operation was taken over by the Commonwealth
Railways from 1926.

The Ghan in Heavitree Gap, circa 1930 (Chris Drymalik Collection)

In 1926 construction began on the Oodnadatta to Alice Springs section
of the line, a distance of approximately 292 miles. The line opened to rail
traffic on 2nd August 1929, with the first passenger train arriving shortly
after 2pm on 6 August. It had been scheduled to arrive at 9:30am.

The old Central Australia Railway was replaced by the Tarcoola to Alice
Springs Railway in 1980.

C.L.T.B. See Commonwealth of Australia Land Transport Board.

COMENG Commonwealth Engineering Pty Ltd, Granville, N.S.W,



The Ghan with original cars

Commonwealth of Australia Land Transport Board (C.L.T.B.) The
Commonwealth of Australia Land Transport Board was formed during
World War II to control the movement of Transport in Australia. It was
responsbile for providing various rollingstock items to the
Commonwealth railways on loan to facilitate the war effort.

C 67 Port Augusta, circa 1936

Commonwealth Railways (C.R.) The ‘Commonwealth Railways’ were owned
the Commonwealth of Australia. They were set up initially to operate the
railway from Port Augusta to Kalgoorlie (Trans-Australian Railway), but
eventually took over the operation of the line to Alice Springs (Central
Australia Railway) and Darwin (North Australia Railway) lines as well.
They were amalgamated with the ‘South Australian Railway’ in 1975 to
form ‘Australian National’.



C.R. See Commonwealth Railways.

D

Driving Trailer An unpowered passenger vehicle with a driver’s cab, at one
or both ends, used to remotely control a power car or locomotive.

Dynamic Braking A train braking system that use the traction motors of the
locomotive as generators to retard the train speed.

F

FreightLink FreightLink is a railway freight operator the Adelaide-Darwin
railway. In May 2008 the Consortium of banks and infrastructure
companies behind Freightlink decided to sell the railway and its
operating company. During November 2008 the company was placed
into voluntary administration.

G

Ghan at Alice Springs, circa 1930 (Chris Drymalik Collection)

Ghan, The The Ghan train commenced operation for the Commonwealth
Railwayswhen they took over the narrow gauge Central Australia Railway
from the South Australian Railways in 1926. It ran between Port Augusta
and Oodnadatta initially, being extended to Alice Springs in 1929.



The Ghan outside Heavitree Gap, circa 1930 (Chris Drymalik Collection)

When the new standard gauge Marree line opened in 1957 the journey
was broken into two. A standard gauge run from Port Pirie to Marree,
with the rest of the journey remaining on narrow gauge.

Following completion of the standard gauge Tarcoola to Alice Springs
line in 1980, the train was rerouted becoming an all standard gauge
journey from Port Pirie using only modern rollingstock in the regular
consists. This modern train was initially called the New Ghan on all
marketing material, but eventually the New was dropped. In the late
1980s as part of a major refurbishment of the rollingstock the train was
re-marketted as The Legendary Ghan.

The last narrow gauge north bound Ghan left Marree on 24th November
1980, returning south on 26th November 1980.

Ghan Preservation Society, MacDonnell Siding, Alice Springs The Ghan
Preservation Society of based at MacDonnell Siding, just outside Alice
Springs. They are in possession of the line from MacDonnell Siding to
Ewaninga Siding, 23km south of Alice Springs. They operate some
original 1960s Ghan rollingstock and have several NSU class diesels.

G.S.R. See Great Southern Railway.

Great Southern Railway (G.S.R.) The passenger business of Australian
National was sold to the Great Southern consortium on 28th August
1997. They took over operation from 1st November 1997. A large number



The narrow gauge Ghan at Alice Springs, circa 1960s

28.8.1976 - Alice Springs - general view of brake vans and wagons in yard
(Murray Billett)



21.03.2004,Keswick - Ghan Logo board (Phil Leonard)

of the remaining passenger vehicles were sold as part of the passenger
business. They later shortened their name to great Southern Rail.

On their website in 2006 Great Southern Railway described their history
as follows:

In late 1997, Great Southern Railway was the successful
bidder for the Passenger Rail business of Australian National.
This made Great Southern Railway the first government
owned transcontinental passenger business to be privatised
in Australia. Great Southern Railway originally consisted of a
consortium of Australian and International financiers,
operators and service providers. These partners all
contributed solid financial backing. In October 1999, Serco
Asia Pacific bought out the other partners, placing the
company in a strong position for future growth.

In March 2015 Serco sold GSR to private equity firm Allegro Funds.

In June 2019 the ‘Great Southern Rail’ brand was replaced with
individual journey brands of ‘The Ghan’, ‘Indian Pacific’, ‘The Overland’
and ‘Great Southern’, with the business name being changed to ’Journey
Beyond Rail Expeditions’



I

Indian Pacific The Indian Pacific had its inaugral run on 23rd February 1970
when the first through passenger service operated between Sydney and
Perth. The standard gauge connection had actually been completed by
12th January 1970. The carriages were owned by the Commonwealth,
but were considered Joint Stock for maintainance costings.

Indian Pacific car logo

Passengers for Adelaide initially had to change trains at Port Pirie until
the service was re-rerouted. The first Indian Pacific into Keswick
Passenger terminal was on 17th August 1986.

Intercapital Daylight The Intercapital Daylight service ran daily between
Melbourne and Sydney on the standard gauge line.

Intermodal Intermodal is the term used to describe freight traffic involving
transfer of containers to and from road and rail vehicles. Sometimes
referred to as container traffic.

Iron Triangle Limited, The The Iron Triangle Limited service ran by
Australian National between Adelaide, Port Pirie, Port Augusta and
Whyalla on standard gauge using Budd Railcars. The service began on
2nd April 1986 as a special run, with regular working from 21st April 1986.
It finished 31st December 1990.



2.04.2004, Keswick - Indian Pacific Logo Board (Phil Leonard)

J

Journey Beyond Rail Expeditions From June 2019, ‘Journey Beyond Rail
Expeditions’ became the operators of ‘The Ghan’, ‘Indian Pacific’, ‘The
Overland’ and ‘Great Southern’. They had previously been called ‘Great
Southern Railway’.

K

Keswick Rail Terminal The Keswick Rail Terminal was built by Australian
National in the suburb of Keswick, Adelaide, South Australia as its main
passenger terminal. It was officially opened on 15th June 1984.

L

Loading Gauge Maximum dimensions to which a vehicle can be built or
loaded without risk of striking a lineside structure.

L.C.L. Less than Container Load. LCL traffic was the term used to describe
any traffic, such as parcels, that was less than a full container in size.



M

MainTrax N.T. MainTrax N.T. are the firm who operate the Old Ghan from
MacDonnell Siding to Ewainga under contract from The Ghan
Preservation Society.

Match Wagon A vehicle equipped with different types of couplers at each
end and placed between vechicles where the couplers are of different
types. The most common use of this type of vehicle was with mobile
crane wagons.

Motor car A passenger vehicle in a multiple unit train which is provided with
traction power equipment.

Motorrail Motorail is a rail transport service where passengers can take their
automobile along with them on their journey. Passengers are carried in
normal passenger cars or in sleeping cars on longer journeys, while the
cars are loaded into car carriers, or flatcars.

Mile End Railway Museum The Mile End Railway Museum was founded in
1963 and moved to Port Adelaide in 1988 to become the Port Dock
Station Railway Museum.

Murraylander See Australian Loco & Railway Carriage Company.

N

North Australia Railway (N.A.R.) - Palmerston to Pine Creek Railway The

Darwin station with train

North Australia Railway extended from Darwin to Birdum. It was built as



a narrow gauge railway. Originally it had been built as the Palmerston
division of the South Australian Railways, but was transferred to
Commonwealth Government control in 1911. It extended to Emungalan
on the Katherine River in May 1917 and eventually to Birdum whilst
Commonwealth Railway control.

Adeliade River Troop Train October 1942

Initially, after handover to the Commonwealth Government on 1st

January 1911, the line was run by the Northern Territory Administrator
until 30th June 1918 when it was handed to the Commonwealth
Railways. Records of the period suggest that the Commonwealth
Railways had a big influence on the line prior to the official transfer of
control as they provided the Administrator with assitance in the
purchase of rollingstock and other items. The last train ran on this line
on 30th June 1976.

N.A.R. See North Australia Railway.

Narrow Gauge A narrow Gauge railway has track with 3 foot 6 inch
(1067mm) spacing between rails.

National Rail Corporation (N.R.) The National Rail Corporation took over
the interstate freight business of Australian National. It was jointly
owned by the Commonwealth, Victorian and New South Wales
Governments.

National Railway Museum Port Adelaide The National Railway Museum
Port Adelaide was founded in 1963 as the Mile End Railway Museum.
They move to the Port Adelaide site in 1988 and were known as Port



Dock Station Railway Museum. On 21st October 2001 it was renamed the
National Railway Museum Port Adelaide

N.R. See National Rail Corporation.

New South Wales Government Railways (N.S.W.G.R.) The New South Wales
Government Railways operated all the railways in the state of New South
Wales. At various time they were reorganised and had minor changes
made to their name. They have opertaed under names such as ‘New
South Wales Railways’, ‘Freight Corp’, and the ‘New South Wales Public
Transport Commission’.

New South Wales Public Transport Commission (N.S.W.P.T.C.) See New
South Wales Government Railways.

Northern Rivers Railway. The Northern Rivers Railway operate on the line
between Murwillumbah and Casino in New South Wales. Commencing
in 1999, they operated a passenger service called the Ritz Rail train
between Murwillumbah and Byron Bay. Operated Under the name ‘Ritz
Rail’

O

Overland logo on side of Tawarri 9.2.1999 (Chris Drymalik)

Overland, The The original service called The Overland was the nightly train
that ran between Adelaide and Melbourne. It was jointly owned by the
Victorian and South Australian railways, until 1976 when Australian



National took over the South Australian part of the operation. Australian
National became the single operator of The Overland in 1994.

This service was taken over by Great Southern Railways following the
sale of Australian National. In 1999 the remaining in service cars were
repainted in a new colour scheme and logo graphics.

A completely new look for the Overland was launched in May 2007. This
included a new colour scheme, refurbished car and the removal of all
sleeping cars as it was now an exclusively daylight only service several
times per week.

What is beleived to be the last service of ‘The Overland’ arrived in
Adelaide on the 24 March 2020.

P

Pichi Richi Railway (P.R.R.) Pichi Richi Railway Preservation Society is based
at Quorn, South Australia. They operate narrow gauge trains over the
three lines that radiate out from the Quorn station.

Port Dock Station Railway Museum The Port Dock Station Railway Museum
was founded in 1963 as the Mile End Railway Museum. They move to the
Port Adelaide site in 1988.

On 21st October 2001 it was renamed the National Railway Museum
Port Adelaide

Q

QGR Queensland Government Railways - See Queensland Railways.

Q.R. See Queensland Railways.

Queensland Railways (Q.R.) The Queensland Railways were operated by the
State of Queensland.

R

Railcar Self-powered vehicle capable of operating as a single unit and often
passenger carrying.

References Abbreviations At various points references are sited by placing a
code inside of square brakets ‘[]’. The various codes can be on the
References and Bibliography page.



S

S.A.R. See South Australian Railways.

Semi Permanent Coupling Coupling between vehicles provided for
normally fixed formation consists. This form of coupling is usually only
disconnected in a workshop.

Shunt To marshal vehicles in a given order to form a train consist.

Spirit of Progress Victorian Railways train that ran between Melbourne and
Albury to connect with the New South Wales train for Sydney. It
commenced operation in November 1937. After the completion of the
standard gauge line from Albury to Melbourne, in 1962, it ran nightly
between Melbourne and Sydney.

In the 1986, the train was combined with Southern Aurora to become
the north bound Sydney Express and the southbound Melbourne
Express. The service was withdrawn in the 1990s.

Standard Gauge A standard gauge railway has track with 4 foot 8 1
2 inches

(1435mm) between rails.

SteamRanger See Australian Railway Historical Society.

South Australian Railways. The railways in the state of South Australia were
operated by the state government. In 1975 the ‘South Australian
Railways’ were sold the Commonwealth of Australia, who combined
them with the Commonwealth Railways to form Australian National.

SAR&CR Joint Stock South Australian and Commonwealth Railways Joint
Stock operated on the East-West service between Port Augusta and
Terowie via Quorn between 1917 and 1936. All the vehicles were owned
by the South Australian Railways with only the costs being shared.
Following cessation of this service, many of the cars were rebuilt.

Southern Aurora The Southern Aurora operated nightly between Sydney
and Melbourne in both directions and commenced running on 16th

April 1962 shortly after the new standard gauge connection opened
between Melbourne and Sydney. It was jointly owned by the New South
Wales and Victorian railways and used cars similar in design to stainless
steel cars built by Comeng for the Commonwealth Railways.

In 1986 the train was combined with Spirit of Progress to become the
north bound Sydney Express; and the southbound Melbourne Express.
The service was withdrawn in November 1993 when it was replaced by
an XPT railcar service.

Southern Spirit The Southern Spirit is a special passenger train operated by
Great Southern Railway. Each journey incorporates a series of wayside
stops and off train excursions to various tourist destinations.



It first run was called The Grand Tour and ran from Uluru (Ayers Rock)
to Brisbane, via Alice Springs, Adelaide, Melbourne and Sydney over 14
days from 9 January 2010 to 22 January 2010. The train was hauled by
NR84 and NR85 (at separate times) and included carriages FAM2389,
HGM296, ER909, BRG974, BRG168, BRG175, AFC307, DF934, BRG972,
BRG171, ARM990, HM957 and HGM903.

South Spur Rail Services South Spur Rail Services are a Western Australia
based private operator who have a number of contracts for hauling
ballast, rail and sleeper trains. They operated a Restaurant Train service
called Spirit of the West, using Australian Railway Historical Society
coaches and a specially painted K class diesel locomotive, as an offshoot
company called the Midland Railway Company.

Spirit of the West see South Spur Rail Services.

State Rail Authority of New South Wales (SRA) The State Rail Authority was
the government authority responsible for the operation and
maintenance of railways in the Australian state of New South Wales
between 1980 and 2003. The State Rail Authority (SRA) was established
in 1980 after the separation of the Public Transport Commission into the
SRA, responsible for trains, and the Urban Transport Authority (UTA),
responsible for buses and ferries.

State Transport Authority of South Australia. The State Transport Authority
of South Australia was formed as a result of the sale of the South
Australian Railways to the Commonwealth in 1975. It took over the
operation of the suburban rail system in Adelaide. It changed its name
to Trans-Adelaide in July 1994.

It is a Government organisation answerable to the South Australian
Minister of Transport.

Steamtown Peterbourough Railway Preservation Society Inc. Steamtown
was based at Peterborough in the mid-north of South Australia. The
society was formed in 1977 and ran its first public train in 1981.
Steamtown had a number of working locomotives (both setam and
diesel) obtained from Western Australia and several former
Commonwealth Railways diesel locomotives. Most of the passenger
rollingstock they operated was originally used on the Commonwealth
Railways Trans-Australian Railway.

The train operated on the narrow gauge line between Peterborough and
Eurelia. In October 2003 the society was disbanded and all assets passed
to the local council who intended using the core part of the collection as
a static museum based in the Peterbourgh Roundhouse precinct.

Sydney/Melbourne Express The Sydney/Melbourne Express was an
intercapital passenger train service that operated between the



Australian cities of Melbourne and Sydney between 1986 and 1993. It
was operated jointly by V/Line and the State Rail Authority of New South
Wales the name depended on the direction of travel.

The Sydney/Melbourne Express was formed from the merger of the
Spirit of Progress and Southern Aurora to cut operating costs of the
intercapital rail service with the first train operating on September 2,
1986. The last Melbourne Express ran on the night of Saturday
November 20, 1993 ex Sydney, with the last Sydney Express running ex
Melbourne on Sunday 21 November, 1993.

T

Tea and Sugar The Tea and Sugar train was a service that operated between
Port Augusta, South Australia and Parkeston, Western Australia. The
train provided the basic needs of the railway staff living in the remote
regions through which the train operated. It commenced operation in
1915 during construction of the line and eventually endup with a
number of specialised vehicles, including at butcher car, retail store car,
community service car, and pay car.

The last west bound Tea and Sugar train departed Port Augusta on
Wednesday 28th August 1996, whilst the last east bound departed
Parkeston on Friday 30th August 1996. The service was withdrawn
because of the decline in the number of rail workers living living in the
remote regions the train serviced.

Track Gauge The distance between the inner faces of the rail of a railway
track. In Australia the main gauges are broad, narrow and standard.

Trailer Car A passenger vehicle in a multiple unit train which has no traction
power equipment.

Trans-Adelaide See State Transport Authority of South Australia.

Trans-Australian Passenger Train The Trans-Australian Passenger train ran
between Port Augusta and Kalgoorlie. It began in 1917 and was
eventually cancelled in 1991 following poor patronage and a severe cut
back in the frequency of the service.

Initially it was all sleeping class with only irregular way side situp
passenger accomodation being provided. In the 1960s regular situp was
provided, but this was eventually withdrawn. Situp was again
introduced in 1981 when it was added to the Trans-Australian and
Indian Pacific services.

In 1983 the Trans-Australian was reduced from 4 to 3 services and the
economy class sleeping cars were replaced by additional first class cars.
Later the same year another Trans-Australian service was removed so
that The Alice train could be inaugrated. The Trans-Australian was cut to



Trans-Australian, circa 1917 (Chris Drymalik Collection)

Trans-Australian with GM 1 and wooden cars, circa 1951



a single weekly service on 9th February 1991, leaving Adelaide each
Wednesday, but this was short lived as this service was cancelled later
that year.

First Express at 408 miles, 1917

Trans-Australian Railway (T.A.R.) This railway extendes from Port Pirie to
Kalgoorlie. The first sod for the Port Augusta to Kalgoorlie section was
turned on 14 September 1912 with the line being completed on 17th

October 1917. An extention to Port Pirie was opened on 23 July 1937
when the South Australian Railways extended the line from Red Hill. It is
standard gauge.

Tarcoola to Alice Springs Railway (T.A.S.) Tarcoola to Alice Springs Railway.
Work commenced 12th April 1975 on a replacement for the narrow
gauge track from Marree to Alice Springs. The new route, via Tarcoola,
was opened in 1980. It is standard gauge.

TIMS Australian Nationals Traffic Information Management System (TIMS),
was closely linked to a system for tracking wagons know as the ‘Wagon
Maintenance System (WMS)’.

Troop Train During World War II special trains were run that carried only
military troops. These were generically referred to as ‘Troop Trains’.

Due to a shortage on rollingstock on the North Australia Railway and
Trans-Australian Railway a number of cattle vans were converted to
carry troops as part of this operation.



Ghan logo on car side

A troop train on Port Augusta Wharf
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UIC classification of locomotive axle arrangements The UIC classification
of locomotive axle arrangements is a system for describing the wheel
arrangement of locomotives, multiple units and trams. It is provided by
the International Union of Railways. The United States use a simplified
form (AAR wheel arrangement) for modern locomotives. It is a more
versatile system than Whyte notation for classifying steam locomotives
by wheel arrangement.

The UIC notation counts pairs of wheels (called "wheelsets" or
informally "axles").

Upper-case letters Designate a number of consecutive driving axles,
starting at A for a single axle. C thus indicates three consecutive
pairs of driving wheels.

Numbers Designate consecutive non-driving axles, starting with 1 for a
single axle.

Lower-case ‘o’ On many electric and diesel-electric locomotives, axles
are individually driven by electric traction motors - this is indicated
by suffixing the driving wheel letter with a lower-case ‘o’.

Prime sign ’ Indicates that the axles are mounted on a bogie.

Plus sign + Indicates that the locomotive or multiple unit consists of
permanently coupled and mechanically separated individual
vehicles.

Brackets Can be used to group letters and numbers describing the
same bogie. For example, (A1A) indicates a three axle bogie with
the outer two axles driven. When brackets are used a prime is not
needed to indicate a bogie. Mallet locomotives can be indicated by
bracketing the front power unit - for example, the Union Pacific Big
Boy - denoted 4-8-8-4 in Whyte notation, is designated (2’ D)D2’ in
UIC notation.

Garratt-type locomotives are indicated by bracketing or placing
plus signs between all individual units.

Other Suffixes The designation can also have additional suffixes,
denoting other features of the locomotive:

h Superheated Steam

n Saturated Steam

v: Compound

Turb Turbine

number number of cylinders

t Tank locomotive

G Freight train purpose . Also used to indicate shunting
locomotives



P: Passenger train purpose

S Fast train purpose

V

VicRail See Victorian Railways.

Victorian Railways (V.R.) – VicRail, V/Line The railways in the state of
Victoria were called the ‘Victorian Railways’. They were owned by the
state of Victoria, Australia and were eventually split into a number of
operational units which traded under various names such as VicRail,
‘V/LINE’ and ‘The Met’.

Vinelander The Vinelander was an overnight passenger train operated by the
Victorian Railways between Melbourne and Mildura, Victoria, Australia.
The Vinelander first ran on 9 August 1972 and offered sleeping, sitting
and motorail facilities. It ceased operation on 12 September 1993.

V/Line See Victorian Railways.

V.R. See Victorian Railways.

W

W.A.G.R. See Western Australia Government Railways.

Wegmann ‘Waggonfabrik Wegmann’ of Kassel germany built a number of
carriages during the 1950s for the Trans-Australian Service.

Western Australia Government Railways (W.A.G.R.) The Western Australia
Government Railways were owned by the state of Western Australia.
They operated services on both narrow and standard gauge.

Westwaggon Bogies Many Commonwealth Railways cars are were fitted with
’Westwaggon’ bogies. These had been purchased from the ‘Wegmann’
Company in 1951 at a cost of £174,062 for 64 bogies. The purpose of
these bogies was to improve the riding quality of existing wooden cars
and bring them up to the standard of the new all-steel rollingstock
purchased from the ‘Wegmann’ Company the same year. Despite buying
64 bogies, a shortage developed as some were used under additional
steel passenger cars purchased in the late 1950s. As speeds increased the
bogies were unable to cope with the poor track condition. This lead to
new bogies being purchased and the Westwaggon bogies becoming
surplus. Having been made to be readily gauge convertible (Standard to
Narrow), and because of their good riding quality at low speeds, were
possible all wooden cars used on the narrow gauge Ghan were fitted
with these bogies. By the time most wooden cars were being withdrawn
in 1980 many of the cars had been fitted.



WMS Australian Nationals Wagon Monitoring System (WMS), it was closely
linked to a system for train movements know as the ‘Traffic Information
Management System (TIMS)’.

Whyte notation for locomotive axle arrangements Whyte notation is a way
of classifying steam locomotives by wheel arrangement. The Whyte
system counts the number of leading wheels, then the number of
driving wheels, and finally the number of trailing wheels, groups of
numbers being separated by dashes. Thus, a locomotive with two
leading axles (and thus four wheels) in front, then three driving axles (six
wheels) and followed by one trailing axle (two wheels) is classified as a
4-6-2. Articulated locomotives such as Garratts, have a ‘+’ between the
arrangements of each engine (e.g. 4-6-2+2-6-4). Simpler articulated
types where there are no unpowered axles between powered axles, have
extra groups of numbers in the middle. Thus a Big Boy is a 4-8-8-4; there
are two leading axles, one group of four driving axles, another group of
four driving axles, and then two trailing axles.

Various suffixes are sometimes used, but they are not universal. Some of
the more common ones are:

T indicates a tank locomotive. In British practice, this is sometimes
extended to indicate the type of tank locomotive: T means side
tank, PT pannier tank, ST saddle tank, WT well tank. T+T means a
tank locomotive that has a tender for additional coal or water
capacity.

R In Europe suffix R means rack (0-6-0RT) or it could mean reversible
(0-6-0TR).

F indicates a fireless locomotive (0-4-0F). Note that this locomotive has
no tender.

ca compressed air (i.e., running on compressed air from a tank instead
of steam).

ng narrow-gauge locomotives (i.e., less than 56.5 in / 1435 mm)

In Britain, a small diesel or petrol locomotive is classified in the same
way as steam locomotives, e.g. 0-4-0, 0-6-0, followed by D for diesel, P
petrol, and another letter describing the transmission: E for electric, H
hydraulic, M mechanical. Thus 0-6-0DE denotes a six-wheel diesel
locomotive with electric transmission.

Where the axles are coupled by chains or shafts (rather than side-rods),
or are individually driven, the terms 4w, 6w or 8w are generally used.
Thus 4wPE indicates a four-wheel petrol locomotive with electric
transmission. For large diesel locomotives the standard UIC
classification is used.
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- Beckhaus, John; Commonwealth Railways Passenger Cars; Modelling the
Railways of SA Convention.

- Beckhaus, John; CR Passenger fleet; Unpublished Draft.

- Beckhaus, John; SAR Broad Gauge Passenger fleet; Unpublished Draft.

- Beckhaus, John; SAR Narrow Gauge Passenger fleet; Unpublished Draft.

- Beckhaus, John; SAR Railcar fleet; Unpublished Draft.

blc Details extracted from Barry Lewis Collection records at National Railway
Museum.
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- Mack, David; Little Coastal Railways of the Adelaide plains, Hyde Park
Press; 1986.

cc Correspondence with Chris Carpenter.

CP_mm.yyyy Catchpoint Magazine edition mm.yyyy (month.year).
Catchpoint is produced by the Port Dock Station Railway Museum.

cr_nnnn Commonwealth Railways Central Office File nnnn. - most of these
are stored at the National Archives of Australia series B300.

cr_plan Commonwealth Railways Rollingstock Plan.

db Correspondence with Dylan Badenoch.

dc Correspondence with Doug Colquhoun.

dc Correspondence with Doug Johnson.

dp Parsons D.B; 3’6" Gauge Passenger Rolling Stock of South Australian
Railways; Australian Railway Historical Society Bulletin; 1958.

sf Correspondence with David Stosser.

- Fitzgerald, Anthony; Australian National’s GM Class; Australian Model
Railway Magazine, April 1997.

facebook-sare Facebooks group - South Australian Railway Enthusiasts.

GA General Appendix.

gh Correspondence with Geoff Hann. .

jb Correspondence with John Beckhaus.

jbo Correspondence with John Bollans.

jg Correspondence with John Green.

jh_nnl Jim Harvey The Never-Never Line, The story of the North Australia
Railway.

gp Correspondence with Gerald Petrie.

GSR Great Southern Railway Literature and Press Releases.

hw Correspondence with Hugh Williams.

kb Correspondence with Kym Bird, also included reference to historic articles

• The 300-400 Class Railcars and 829-860 Class Trailer Cars of the
South Australian Railways,Australian Railway Historical Society
Bulletin; p219-238, October 1985, Vol.26 No.576; p243-261,
November 1985, Vol.26 No.577; p279-283 December 1985, Vol.26
No.578.



• The Fageol Railcars of the S.A.R,Australian Railway Historical
Society Bulletin; p219-238, October 1985, Vol.37 No.588.

• Brill Railcars of the South Australian Railways,Australian Railway
Historical Society Bulletin; p213-236, October 1991, Vol.32 No.528;
p237-260, November 1991, Vol.32 No.529; p272-282 December
1991, Vol.32 No.530; p1-8, January 1992, Vol.33 No.531.

md Michael Dix correspondence.

mr Correspondence with Matthew Reid of Edmonton, Alberta, Canada.

MN Monthly Notice - The Commonwealth Railways issues published notices
on a monthly basis to staff.

MERM Mile End Railway Museum

NAA National Archives of Australia - normally will be followed by a series
reference number.

newsrail Newsrail Magazine edition mm.yyyy (month.year).

NRM National Railway Museum correspondence.

pf Correspondence with Paul Quinn.

ph Correspondence with Peter Hinksman.

pk Correspondence with Peter Knife, or referenced in his book ‘Peninsula
Pioneer’

pl Correspondence with Phil Leonard.

pm Correspondence with Peter Medlin.

pmi Correspondence with Peter Michalak.

pq Correspondence with Paul Quinn.

pr Correspondence with Philippa Rogers.

PTT Public Time Table.

railsa RailSA Australia Forums - formerly at ‘www.railsa.org’

rpf Railpage Australia Forums at www.railpage.com.au.

RRC South Australian, Commonwealth and Australian National Railways
Rollingstock Record Cards. These were large cardboard cards, one per
vehicle, maintained by the workshops that showed all major alterations
and repairs done to that vehicle. They are generally a lot more accurate
than the computerised ‘TIMS’ records. See the ‘TIMS’ reference for
more details.



SAR South Australian Railways record or docket reference.

- South Australian Railways; Annual report to Parliament; South Australian
Parliamentary Paper No.47.

- South Australian Railways; Rollingstock Record Cards; Port Dock Museum
Collection.

- South Australian Railways Institute; South Australian Railways Institute
Magazine; periodical; various editions.

sf Correspondence with Steve Ford.

sh Correspondence with Stuart Hicks.

sm Correspondence with Steven Moritz.

SN Special Notice.

st Correspondence with Simon Thompson.

- Smith, Roderick Named Carriages; Rail news Victoria; March 1998

th Correspondence with Trevor Horman.

TIMS/WMS Information extracted from Australian Nationals Computerised
Traffic Information Management System (TIMS) The records that have
been extracted from TIMS, and the Computerised Wagon Monitoring
System (WMS), are not always very accurate. Frequently significant
alterations did not make it into the system. An example is the upgrade of
‘Ghan’ cars. These cars only show the date of the work order for
modifications being issued in 1988 with very little information about
when the actual work took place. For some cars this was not until 18
months later. Port Augusta still maintained paper based manual
rollingstock record cards of changes long after they supposedly moved
over to ‘TIMS’, so generally ‘TIMS’ shows the date the work was
approved/proposed rather than when it was actually carried out.

Vline-news State Transport Authority of Victoria; V/LINE News, journal.

wh Correspondence with Wayne Hoskin.

WN Weekly Notice.

WTT Working Time Table.

Commonwealth Railways Files - Central Office

Listed below are the title of the Commonwealth Railways Central Office files
consulted to create this information.

These files are stored at Australian Archives Adealide Office - series B300.



File No File Active
Date

File Title

47pt1-5 1912-1926 ’Q’ class locomotives.
101pt1-2 1911-28 Diesel locomotives.
107Pt1-4 1912-15 ’G’ class locomotives.
307 1911-27 Cranes general.
486 1912-1920 Shovel, ’Marion’ steam, Port Augusta.
576 Rollingstock - locomotives general
631pt1-2 1913-16 8 No. ’G’ class locomotives - Bladwin Co.
1033pt1-2 1913-50 Baldwin locomotives.
1513 1914-23 Temporary passenger cars
1729 1916 Rollingstock for through express (street

railway carriages)
2248pt1 1914-29 Particulars of rollingstock (general) TAR
2425 1923-82 Vans - travelling stores - two for retail

business
3581 Design of proposed Express Passenger

Engines.
4089pt2 1920-51 Dining cars for through express
5373pt1-4 1918-62 Special service car
5389pt1-2 1922-41 Lounge cars TAR
5409 Travelling Butchers vans - TAR
5472 1918-54 3 ’YB’ vans, brakevans
5500pt2-4 1917-54 Dining car, sleeping car etc TAR Proposed

with a view to improvement
5638 Question of providing extra Dining car (can’t

find 17.1.89)
5740 1916-18 History of B44 no N.G. N9.
5909 1919-42 "HR" vans
6205pt1 1913-30 Classification of rollingstock
6251/4 1935-36 Theft of gold from train between Quorn and

Alice Springs May 1935
6251/5 6.1935 Attempted robbery of Mail TAR
6312pt10 1956-60 Rollingstock for through express
6312pt2 1916-23 Rollingstock for through express
6312pt3 1924-28 Rollingstock for through express
6312pt4 1928-29 Rollingstock for through express
6312pt8 1946-51 Rollingstock for through express
6312pt9 1951-56 Rollingstock for through express
6423pt1 1917-33 Special car No.2
6423pt2 1941-65 Special car No.2
6431pt1 1913-24 Photographs of rollingstock
6431pt2 1927-65 Photographs of rollingstock



6440pt1 1914-25 Rollingstock capital value of stock, Pt
Augusta-Oodnadatta railway

6440pt3 1960-67 Rollingstock CAR
6447p1-6 1913-45 NM class locomotives CAR.
6459 1923-44 Passenger cars CAR
6462 1913-52 Sleeping cars 3’6" gauge CAR
6717 1926-42 Special car - CAR
6762 Locos Oodnadatta - Alice Springs
6826 1926-28 Three 2nd class 50ft passenger cars NBPA
6879 Dining car
6880 1926-59 Hospital car - CAR
6896pt2 Particulars of rollingstock TAR
6897 Rollingstock General - Northern Territory.
6897 Rollingstock statements - NAR
6900/17 1920 Inspections - Commissioners inspection of

line & trial trip with special service car
6900/58 8.1929 Commissioners visit of inspection CAR
6938pt2 1929-79 Dining cars - CAR
7633 1932-59 Air conditioning of carriages
7782p1-4 1934- New Psgr loco Pt (C class)
8191 1939-70 Passenger cars NAR
8391 Particular of present state of locos and

rollingstock April 1943 for CLTB
8488 1944-61 Historical Articles relative to Commonwealth

Railways.
8713pt1 1946-57 Locomotive experiments with Gas Turbine
8807pt1 11.1948 Testimonals to Mr G.A.Gahan
8941 1949-65 Pullman cars - TAR
9168pt1-2 1953 Inaugral run of new train TAR

Table B.1: Commonwealth Railways Files - Central Office



INDEX

A.L.A.R.C, 22979
A.N., 22979
A.N.R.C., 22979
A.R.H.S. (SteamRanger), 22980
A.R.T.C., 22980
A.S.R., 22980
AAR wheel arrangement, 22979
Air Brake, 22979
Air Suspension, 22979
Alice, The, 22979
Articulated Vehicle, 22980
Asia Pacific Transport Consortium,

22980
AustralAsia Railway Corporation,

22980
Australia Southern Railroad

(A.S.R.), 22981
Australian Locomotive & Railway

Carriage Company,
22980

Australian National (A.N.), 22980
Australian National Railway

Commission (A.N.R.C.),
22980

Australian Rail Track Corporation
(A.R.T.C.), 22981

Axle, 22981
Axle Load, 22981
Axlebox, 22981

Ballast, 22981
Bibliography, 23003
Bogie, 22981
Broad Gauge, 22981

C.A.R., 22982
C.L.T.B., 22982
C.R., 22984
Caboose, 22982
Central Australia Railway (C.A.R.),

22982

Classification
AAAA, 35
AACY, 35–72
AALY, 73–80, 82–84, 86–88,

90–135
ABAA, 136–142
ABAF, 142–144
ABAL, 144
ABAY, 144–146
ABBA, 146
ABCF, 147–149
ABCY, 149–155
ABDF, 155
ABDY, 155, 156
ABFX, 156–161, 163–166, 168,

170–185, 187, 188,
190–195, 197–199, 201,
203–207

ABFY, 208, 210, 212, 214, 216,
219, 222, 225, 229, 231,
234, 237, 239, 242, 244,
246, 248, 251, 253, 255,
257, 260, 261, 263, 266,
267, 270, 272, 274, 276,
278, 281, 284, 287, 290,
292, 295, 297, 299, 302,
304, 306, 309, 311, 313,
316, 320, 323, 326, 329,
331, 333, 336, 338, 340,
342, 345, 347, 350, 353,
355, 357, 360, 362, 364,
366, 368, 371, 374, 376,
379, 381, 384, 387, 389,
391, 394, 397, 398, 400,
403, 406, 407, 410, 412,
413, 416, 418, 420, 423,
425, 428, 429, 431, 434,
436, 438, 439, 441, 444,
446, 448, 450, 452, 454,
457, 459, 461, 464, 467,
470, 473, 474, 477, 479,
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481, 484, 487, 489, 491,
493, 495, 499, 501, 503,
505, 509, 512, 514, 517,
519, 521, 523, 525, 528,
531, 533, 535, 537, 539,
543, 545, 547, 549, 551,
554, 556, 558, 560, 563,
565, 567, 569, 572, 574,
576, 579, 581, 584, 586,
589, 591, 594, 597, 600,
602, 604, 606, 609, 612,
614, 617, 618, 621, 623,
625

ABGY, 629
ABJX, 629
ABLP, 629–631
ABMP, 632, 633
ABNX, 633, 636
ABSX, 636
ABUP, 636–638
ABXL, 639
ABXY, 639
ACAA, 640, 641
ACAF, 641–646, 648–652,

654–682
ACAY, 682–689, 691–693
ACC, 693, 694
ACDF, 694, 695
ACDY, 695
ACEF, 695
ACEY, 695–701
ACFF, 702
ACFY, 702–708
ACGF, 710–712
ACGY, 712, 713
ACHY, 713–715
ACRF, 715–725
AENY, 726–728
AEOY, 728, 729
AESY, 729, 730
AFAF, 730–735
AFBA, 736–738
AFBF, 738–750
AFBL, 751–768
AFBY, 768–770
AFCX, 770, 772

AFDX, 772, 773
AFFA, 773–787
AFGF, 788, 789
AFGY, 789
AFIY, 789, 790
AFKX, 790–792
AFKY, 792
AFLY, 792, 793
AFOF, 793–800, 802
AFOY, 802, 803
AFPL, 803, 805, 806, 808–810,

812, 813, 815–817
AFRF, 818, 819
AFRY, 819
AFSY, 819–823
AFTA, 824
AFTF, 824, 825
AFTL, 826
AFTY, 827, 828
AFWY, 828, 830, 831
AH, 834
AHAA, 835
AHAF, 835
AHAL, 837–847
AHAY, 847
AHBA, 847
AHBF, 847, 848
AHBY, 848
AHCL, 848, 850–864, 866–870
AHCY, 871, 873, 875, 877, 879,

880
AHDL, 882, 886, 889, 892, 895,

897, 901, 903, 906, 909,
913, 915, 918, 921, 924,
926, 928, 931, 934, 937,
940, 943, 946, 949, 952,
954, 957, 959, 961, 964,
967, 969, 972, 974, 977,
980, 982, 984, 987, 990,
992, 994, 997, 999, 1001,
1004, 1006, 1008, 1011,
1013, 1016, 1018, 1021,
1023, 1025, 1028, 1030,
1032, 1034, 1037, 1039,
1042, 1045, 1048, 1050,
1052, 1054, 1056, 1058,



1060, 1063, 1064, 1067,
1069, 1072, 1074, 1076,
1079, 1081, 1083, 1086,
1088, 1090, 1093, 1096,
1098, 1100, 1103, 1105

AHGX, 1109, 1111, 1113, 1115,
1118, 1119, 1122, 1123,
1125, 1127, 1129, 1132,
1134, 1136, 1138, 1139,
1141, 1143, 1145, 1147,
1149, 1151, 1153, 1154,
1156, 1158, 1160, 1162,
1164, 1166, 1167, 1169,
1171, 1173, 1174, 1176,
1178, 1179, 1181, 1184,
1186, 1188, 1189, 1191,
1193, 1195, 1196, 1198,
1199, 1201, 1203, 1205,
1208, 1210, 1211, 1213,
1215, 1217, 1218, 1220,
1222, 1224, 1226, 1228,
1230, 1232, 1234, 1236,
1238, 1239, 1241, 1243,
1245, 1247, 1249, 1251,
1252, 1254, 1256, 1257,
1260, 1261, 1263–1265,
1267, 1269, 1271, 1273,
1274, 1276, 1278, 1280,
1282, 1284, 1286, 1287,
1289, 1291, 1293, 1296,
1298, 1300, 1302, 1304,
1307, 1309, 1311, 1313,
1315, 1317, 1319, 1321,
1322, 1325, 1327, 1329,
1331, 1334, 1336, 1338,
1340, 1342

AHHE, 1345
AHHH, 1345, 1347–1350,

1352, 1353, 1355–1360
AHHY, 1360, 1362, 1364, 1366,

1368, 1370, 1372, 1374,
1376, 1378, 1379, 1381,
1383, 1385, 1387, 1388,
1390, 1392

AHJL, 1394, 1398, 1401, 1404,
1409, 1412, 1415, 1418,

1421, 1426, 1430, 1432,
1436, 1439, 1442–1444

AHLL, 1444, 1445
AHPX, 1445
AHSA, 1445, 1446
AHSF, 1446, 1449, 1452, 1455,

1458, 1461, 1464, 1468,
1471, 1474, 1478, 1480,
1484, 1486, 1490, 1493,
1496, 1500, 1503, 1507,
1510, 1513, 1516, 1518,
1521, 1524, 1527, 1530,
1533, 1536, 1538, 1541,
1544, 1547, 1550, 1553,
1558, 1561, 1564, 1568,
1571, 1575, 1579, 1582,
1585, 1588, 1591, 1595

AHSL, 1595, 1599, 1602, 1605,
1607, 1608, 1611

AHSY, 1611–1613
AHTF, 1614, 1617, 1620, 1623,

1626, 1629, 1632, 1635,
1638, 1641, 1644, 1648,
1650, 1653, 1656, 1659,
1662, 1665, 1668, 1671,
1674, 1677, 1680, 1682,
1685, 1688, 1691, 1694,
1697, 1700, 1703, 1707,
1710, 1713, 1716, 1719

AHUF, 1721, 1723, 1725, 1727,
1730, 1732, 1734, 1736,
1738, 1741, 1744, 1745

AHUY, 1748
AHVY, 1748–1751
AHWF, 1751, 1754, 1756, 1758,

1761, 1764, 1766, 1768,
1771, 1773, 1775, 1778,
1781, 1782, 1784, 1787,
1789, 1792, 1794, 1797,
1799, 1802, 1804, 1806,
1808, 1810, 1813, 1816,
1818, 1821

AHWL, 1822, 1824, 1827,
1830, 1833, 1837, 1841,
1846, 1848, 1851, 1855,
1858, 1861, 1863, 1865,



1868, 1871, 1874, 1878,
1880, 1882, 1884, 1887,
1890, 1892, 1895, 1897,
1899, 1900, 1903, 1905,
1907, 1910, 1913, 1915,
1917, 1919

AHWY, 1922–1924
AKAX, 1924–1927
AKBX, 1928–1952, 1954
AKCX, 1954–1958
AKDX, 1958, 1959
AKEX, 1960–1962
AKFX, 1962–1967
AKGX, 1967, 1968
AKHX, 1968, 1971, 1972, 1974,

1976, 1978, 1979, 1981,
1983, 1985, 1986,
1988–1990, 1993, 1995,
1996, 1998, 2001,
2003–2005, 2007,
2010–2012

AKJY, 2012, 2014, 2016, 2018,
2020, 2021

AKKF, 2021–2039
AKKL, 2040, 2042–2048
AKLF, 2048, 2053, 2057, 2060,

2061, 2063, 2066, 2067,
2069, 2073, 2076, 2079,
2082–2084

AKMX, 2085
AKNF, 2085, 2086
AKOX, 2086–2088
AKPY, 2089
AKRF, 2089–2095, 2097–2101
AKSY, 2101
AKTX, 2101
AKTY, 2101, 2103
ALBF, 2104, 2105
ALBY, 2105
ALCF, 2105–2107
ALCX, 2108, 2109
ALCY, 2109
ALDF, 2109–2111
ALDX, 2112
ALDY, 2112, 2113
ALEX, 2113

ALFF, 2113–2115
ALFY, 2115, 2116
ALGX, 2116–2177
ALHX, 2178–2182, 2184–2189,

2191–2198, 2200–2204,
2206

ALJF, 2206–2209
ALJY, 2210, 2211
ALKF, 2211–2215
ALKY, 2215, 2216
ALXY, 2216
AMAX, 2217–2224
AMBF, 2224, 2225
AMBP, 2225–2228, 2230, 2231,

2233–2240
AMBX, 2240–2247, 2249–2254
AMBY, 2254–2256, 2258, 2260,

2261
AMCF, 2262
AMCX, 2262–2272
AMDF, 2273
AMDY, 2273, 2274
AMGY, 2274
AMIY, 2275–2278
AMIZ, 2278, 2280
AMKF, 2281
AMKY, 2281, 2282
AMMX, 2282
AMNF, 2283
AMNX, 2283–2298
AMNY, 2299, 2301–2305
AMOP, 2306
AMOX, 2307, 2308
AMPZ, 2308, 2312, 2315, 2318
AMRP, 2321–2323, 2325–2328
AMRZ, 2328, 2331, 2334, 2337,

2340, 2343, 2346, 2349,
2351, 2354, 2357, 2358,
2362

AMW, 2362
AOAF, 2362–2367
AOBF, 2368–2373
AOBX, 2373–2375
AOCF, 2375–2380
AOCX, 2380–2383, 2385, 2387,

2388, 2390, 2392, 2395,



2397, 2399, 2401, 2403
AODF, 2405–2412
AODY, 2412–2414
AOEF, 2414–2417
AOEY, 2418, 2419
AOGA, 2419–2433
AOGF, 2433–2520
AOGL, 2520–2552
AOGY, 2553–2563
AOHF, 2563–2566
AOHY, 2566, 2567
AOJF, 2567, 2570, 2572, 2575,

2579, 2582, 2585, 2587,
2588, 2591, 2594, 2597,
2600, 2603, 2606, 2610,
2613, 2615, 2618, 2621,
2623, 2624, 2627, 2631,
2635, 2638, 2641, 2644,
2646, 2648, 2650, 2653,
2656, 2659, 2662, 2666

AOKF, 2669, 2673, 2675, 2678,
2681, 2684, 2686, 2689,
2691, 2694, 2697, 2700,
2702, 2704, 2707, 2711,
2713, 2717, 2720, 2723,
2725, 2727, 2729, 2731,
2734, 2737, 2738, 2740,
2744, 2746, 2748, 2750,
2753, 2756, 2759, 2761,
2762, 2766, 2767, 2770,
2773, 2776, 2778, 2780,
2783, 2787, 2790, 2792,
2795, 2798, 2800, 2802,
2805, 2809, 2811, 2814,
2817, 2819, 2822, 2825,
2827, 2829, 2832, 2835,
2837, 2840, 2843, 2846,
2849, 2852, 2855, 2858,
2862, 2863, 2866, 2869,
2872, 2875, 2877, 2880,
2883, 2886, 2888, 2889,
2892, 2894, 2898, 2900,
2902, 2904, 2907, 2910,
2913, 2915, 2917, 2920,
2922, 2925, 2927, 2930,
2932, 2934, 2937, 2938,

2941, 2943, 2945, 2949,
2952, 2955, 2958, 2959,
2961, 2964, 2965, 2967,
2970, 2973, 2974, 2977,
2980, 2984, 2987, 2989,
2992, 2994, 2998, 3000,
3003, 3005, 3007, 3010,
3013, 3015, 3018, 3020,
3024, 3027, 3030, 3032,
3035, 3037, 3040, 3043,
3046, 3049, 3052, 3054,
3056, 3058, 3062, 3064,
3066, 3069

AOLX, 3073, 3074, 3076, 3077,
3079, 3080, 3083, 3085,
3086, 3088, 3089, 3091,
3093, 3094, 3096, 3098,
3099, 3101, 3103, 3104,
3106, 3108, 3109, 3111,
3113, 3114, 3116, 3117,
3119, 3120, 3122, 3124,
3126

AOMX, 3127–3138, 3140–3142
AOOX, 3142–3147, 3149–3169,

3171–3190, 3192–3200
AOOY, 3200
AOPX, 3200, 3202, 3203, 3205,

3207, 3209, 3211, 3213,
3214, 3216, 3218, 3219,
3221, 3222, 3224

AOQF, 3225–3242
AOQX, 3243, 3244
AOQY, 3244–3250
AOSX, 3250, 3252, 3254, 3255,

3257, 3258, 3261, 3262,
3264, 3266, 3268, 3269,
3271, 3273, 3275, 3276,
3278, 3280, 3282, 3284,
3286, 3288, 3290, 3291,
3293, 3296–3298, 3300,
3302, 3304, 3306, 3308,
3310, 3312, 3314, 3315,
3317, 3319, 3321, 3323,
3325, 3326, 3328, 3329,
3331, 3333, 3335, 3337,
3339, 3341, 3343, 3344,



3346, 3348, 3350, 3352,
3354, 3355, 3357, 3359,
3361–3365, 3367, 3369,
3371, 3373–3375

AOSY, 3377–3379
AOTL, 3380–3385, 3387, 3388,

3390–3392, 3394
AOVX, 3395
AOWA, 3395–3398
AOWF, 3398–3414
AOWL, 3415–3426
AOWY, 3427–3432
AOXA, 3432, 3433
AOXF, 3433, 3435–3442
AOXY, 3442–3445
APAX, 3445–3451, 3453, 3454,

3456, 3457
APCL, 3457, 3458, 3460, 3461,

3463, 3465
APCX, 3466, 3469, 3472, 3474,

3476, 3478, 3480, 3482
APLX, 3485, 3487–3490
APLY, 3491, 3494, 3496, 3497,

3499, 3502
AQAL, 3502
AQAX, 3503–3508
AQAY, 3508, 3509
AQBF, 3509–3511
AQBY, 3512–3516
AQCX, 3516, 3517
AQCY, 3517–3519
AQDW, 3519–3522
AQEY, 3522, 3523, 3525–3528
AQFF, 3528, 3529, 3531–3534,

3536–3545, 3547, 3548,
3550, 3551

AQFY, 3552, 3553
AQGL, 3554–3558
AQGY, 3559
AQHF, 3559–3569
AQJY, 3570, 3571
AQKY, 3571, 3576, 3581, 3586,

3591, 3597, 3602, 3606,
3610, 3614, 3618, 3622,
3625, 3629, 3633, 3638,
3641, 3645

AQLY, 3650, 3659, 3665, 3672,
3680

AQMP, 3681–3684, 3686–3690,
3693, 3694

AQMX, 3694, 3695
AQMY, 3695–3700
AQMZ, 3700, 3704, 3707,

3711, 3715, 3719, 3723
AQNY, 3727
AQOX, 3729
AQOY, 3729–3733, 3735, 3736
AQPY, 3739
AQQX, 3739
AQQY, 3739, 3745, 3750, 3756,

3760, 3766, 3772, 3777,
3781, 3788, 3793, 3800,
3805, 3809, 3814, 3819,
3824, 3829, 3833, 3838,
3841, 3846, 3850, 3856,
3860, 3865, 3868, 3873,
3878, 3882, 3886, 3892,
3895, 3900, 3905, 3911,
3916, 3919, 3925, 3928,
3932, 3937, 3940, 3946,
3949, 3953, 3956, 3960,
3964, 3968, 3974, 3979,
3985, 3989, 3994, 3999,
4003, 4008, 4011, 4016,
4021, 4025, 4030, 4035,
4039, 4043, 4047, 4049,
4054, 4059

AQRY, 4064, 4069, 4075, 4079,
4084, 4085

AQSY, 4085–4088, 4092–4095,
4098–4103, 4105–4108,
4110–4115, 4119–4122,
4125–4127

AQTY, 4127–4130
AQUY, 4130
AQUZ, 4133
AQWY, 4133
AQXY, 4134, 4135
AQYY, 4135
AQZY, 4135, 4137, 4140
AR, 4143
ARBA, 4143



ARBX, 4143
ARBY, 4143
ARPY, 4144
ASAA, 4144
ASAF, 4144
ASAY, 4144
ASCF, 4144–4153
ASCY, 4153–4155
ASDF, 4156–4162
ASDY, 4162–4166
AST, 4166–4168
AT, 4169
ATAL, 4169, 4170, 4172, 4174,

4176, 4178, 4179, 4181,
4183–4185, 4187, 4188

ATAX, 4188
ATAY, 4188
ATBL, 4188–4191, 4193
ATBY, 4194–4196, 4198, 4199,

4201, 4203, 4205–4211
ATCA, 4213
ATCL, 4213–4225
ATCX, 4226
ATCY, 4226, 4227
ATDA, 4227
ATDF, 4227–4230, 4232–4234,

4236, 4238, 4240–4243,
4245, 4246

ATDY, 4246–4248, 4250, 4252
ATEL, 4252–4255, 4257–4259
ATFF, 4259, 4260
ATFY, 4261, 4262
ATGF, 4262, 4264, 4266, 4268,

4270, 4272
ATGY, 4274
ATHL, 4274
ATJF, 4275
ATJY, 4275, 4278, 4280
ATKY, 4281
ATLX, 4281, 4282
ATLY, 4282–4287
ATMF, 4288–4297, 4299–4314,

4316–4318, 4320
ATML, 4321–4325, 4327, 4328,

4330, 4331
ATMX, 4331–4338, 4340–4345

ATMY, 4346–4348, 4350, 4351,
4353, 4354, 4356, 4358,
4360, 4361, 4363, 4365,
4367, 4368, 4370, 4372,
4374–4376, 4378, 4379,
4381, 4382, 4384, 4386,
4388, 4390, 4393, 4395,
4396, 4398, 4400, 4402,
4403, 4405, 4407, 4409,
4410, 4413–4417, 4420,
4421, 4424, 4425, 4427,
4430, 4432, 4434, 4437,
4440, 4442, 4444, 4446,
4448, 4450, 4451

ATOA, 4453
ATOF, 4453
ATOL, 4454, 4456, 4458–4460
ATOY, 4460, 4462, 4464, 4466,

4468–4471, 4473
ATQF, 4475
ATRX, 4475–4477
ATSA, 4477
ATSF, 4477, 4479–4482, 4484
ATSL, 4484–4487
ATSX, 4487, 4488
ATSY, 4488, 4489, 4491, 4492,

4494, 4496, 4498, 4501,
4503, 4504, 4506, 4507,
4509, 4511, 4512, 4514,
4516, 4518, 4521

ATWF, 4522–4536, 4538–4547,
4549–4551, 4553, 4554,
4556–4586

ATZF, 4586, 4587
ATZL, 4588, 4589
ATZY, 4589, 4590
AV, 4590
AVAP, 4591–4597
AVAY, 4598–4602
AVBP, 4602, 4603
AVBY, 4603, 4604
AVCP, 4604–4607
AVCY, 4607, 4608
AVDP, 4609, 4611–4613, 4615,

4617, 4619, 4622, 4626,
4629, 4631, 4634, 4637,



4639, 4642, 4645, 4647,
4651, 4653, 4656, 4659,
4661, 4663, 4665, 4668,
4670

AVDY, 4673–4675
AVEP, 4675–4680, 4682, 4683,

4685–4688, 4690
AVEY, 4691, 4692
AVFY, 4692
AVHF, 4693
AVHP, 4693–4696, 4698, 4699,

4701
AVHY, 4702
AVJY, 4702
AVLP, 4702, 4703
AVLY, 4703, 4704
AWC, 4704, 4705
AWWX, 4705
AZBA, 4706, 4707
AZBF, 4707–4711
AZBL, 4712
AZCF, 4712, 4713, 4715–4717,

4719, 4720, 4722–4724,
4726, 4728, 4730–4732,
4734, 4736–4738, 4740,
4741, 4743–4745, 4747,
4748, 4750, 4752–4755,
4757, 4758, 4760, 4761,
4763–4766, 4768–4770,
4772–4775, 4777,
4779–4781, 4783–4785,
4787–4791

AZCL, 4793, 4795, 4796, 4798,
4800, 4801, 4803, 4804,
4806, 4808, 4809, 4811,
4812, 4814, 4815, 4817

AZCY, 4818
AZDP, 4818, 4819
AZDY, 4820
AZFA, 4820, 4823–4825
AZFF, 4825–4828, 4830–4834,

4836, 4838, 4839,
4841–4850, 4852–4854,
4856–4874

AZGF, 4876, 4877

AZGY, 4877, 4879–4881,
4883–4885, 4887–4889,
4891, 4893–4895, 4897,
4898, 4900

AZKF, 4900
AZLF, 4900, 4902–4914
AZLL, 4915
AZMA, 4916
AZMF, 4917, 4919
AZMX, 4919
AZMY, 4919
AZOA, 4921
AZOF, 4921–4924
AZOL, 4924–4927
AZOX, 4928–4930
AZOY, 4932, 4934, 4936, 4938,

4939, 4941, 4943, 4945,
4947, 4949, 4951, 4953,
4955

AZPA, 4957
AZPL, 4958
AZQF, 4958, 4960, 4962
AZQY, 4963
AZRF, 4963–4973
AZRL, 4974–4983, 4985, 4986,

4988, 4990, 4992, 4994,
4996, 4998, 5000, 5001,
5003

AZSY, 5005, 5008, 5010, 5011,
5013, 5015, 5017, 5019,
5021, 5023, 5025, 5027,
5029, 5031, 5033, 5035,
5037, 5038, 5040, 5042,
5044, 5047, 5049

AZTF, 5051, 5052
AZTP, 5053
AZUF, 5055
AZVA, 5055–5057
AZVF, 5058, 5060–5068
AZVL, 5069–5073, 5075–5077
AZVY, 5077
AZWL, 5077, 5078
AZWY, 5079
AZXF, 5080, 5081
AZXP, 5081–5086
AZYF, 5086, 5087



AZZF, 5089, 5091–5093, 5095,
5097, 5100

B, 5102–5105
BB, 5105, 5106
BBBB, 5106
BDY, 5106
BEX, 5106
BKX, 5106
BNX, 5107, 5108
BP, 5108
BPA, 5109
BPT, 5109–5111
BRD, 5111
BRE, 5112
BT, 5112, 5113
BTC, 5114
BVAN, 5114–5118
CC, 5119
CCC, 5119
CD, 5119–5121
CE, 5121–5131
CGN, 5132
CGP, 5133
CLX, 5134
CO, 5134, 5135
CP, 5135–5137
CS, 5137
CTT, 5137
D, 5138
DB, 5138, 5139
DC, 5139
DFS, 5140
DMC, 5141
DOT, 5141–5169
DP, 5169, 5170
DS, 5170–5174
DT, 5174
DVIC, 5175–5192
DW, 5192
DWF, 5192–5196
DYNA, 5196
DZ, 5197
E, 5197
EA, 5197
EC, 5198

ECA, 5198, 5200, 5202, 5203,
5205, 5206

ECC, 5208
ED, 5209
EE, 5210
EF, 5210–5213
EG, 5214
EH, 5214
EHG, 5215
EI, 5215
EJ, 5216
EMX, 5216
ENAV, 5216, 5217
ENBA, 5218–5226
ENCE, 5227, 5228
ENFB, 5228, 5229
ENFL, 5229, 5230
ENFR, 5230–5240
ENH, 5241, 5246, 5251, 5256,

5262, 5267, 5272, 5278,
5283, 5288, 5294, 5299,
5304, 5309, 5314, 5320,
5325, 5330, 5336, 5341,
5346, 5351, 5355, 5361,
5366, 5371, 5376, 5379,
5384, 5389, 5395, 5400,
5406, 5412, 5417, 5422,
5428, 5433, 5438, 5443,
5447, 5453, 5458, 5464,
5470, 5476, 5482, 5486,
5492, 5498, 5503, 5509,
5514, 5520, 5524

ENHA, 5530, 5535, 5536, 5542,
5547, 5552, 5557

ENHB, 5563, 5565, 5568, 5571,
5573, 5576, 5578, 5580,
5583, 5585

ENHG, 5587, 5589–5591,
5593–5595, 5597

ENHS, 5598
ENHT, 5598–5600
ENHV, 5600, 5602, 5604, 5606,

5608, 5610, 5611, 5613,
5616, 5617, 5619, 5621,
5623, 5625, 5627, 5629,
5631, 5632, 5634, 5635,



5637, 5639, 5641, 5643,
5645, 5647, 5649, 5651,
5653, 5655

ENLF, 5657–5659
ENOA, 5660–5665
ENOB, 5666, 5667
ENOF, 5667–5677
ENOG, 5678, 5679, 5681–5714
ENOH, 5715–5717
ENOJ, 5717
ENOL, 5717
ENOS, 5717–5720
ENPS, 5720
ENPT, 5720, 5721
ENTO, 5721
ENVA, 5721, 5722
ER, 5723, 5724, 5726, 5728,

5730, 5733, 5735
ESV, 5738–5753
ET, 5753
EZOA, 5753
EZWL, 5754
EZZF, 5755
FB, 5756–5758
FBA, 5758
FBN, 5758, 5759
FC, 5759–5761
FCS, 5761, 5762
FD, 5762, 5764, 5766–5768,

5770, 5771, 5773, 5775,
5776, 5778, 5780, 5781,
5783, 5785, 5787, 5788,
5790, 5792–5794, 5796,
5797, 5799, 5800, 5802,
5803, 5805, 5806, 5808,
5810, 5811, 5813, 5814,
5816, 5818, 5819, 5822,
5824, 5825, 5828, 5830,
5832, 5833, 5836, 5837,
5839, 5841, 5842, 5844,
5846–5848, 5850, 5851,
5853, 5855, 5856, 5858,
5859, 5861, 5862, 5864,
5866–5868, 5870, 5871,
5873, 5874, 5876,
5878–5880, 5882–5884,

5886–5888, 5890, 5892,
5893, 5895, 5896, 5898,
5900, 5901, 5903–5905,
5907, 5909, 5910,
5912–5914, 5916–5919,
5921, 5923, 5924, 5926,
5927, 5929–5932, 5934,
5935, 5937, 5938, 5940,
5942, 5943, 5945, 5946,
5948, 5950, 5952

FDB, 5953
FE, 5953, 5955–5957, 5959,

5961, 5963, 5965, 5966,
5969, 5970, 5972–5975,
5977, 5978, 5980, 5982,
5984, 5986, 5988, 5990,
5991, 5993, 5994, 5996,
5997, 5999, 6001–6006,
6008–6010, 6012, 6014,
6015, 6018–6020, 6022,
6024, 6025, 6027,
6029–6031, 6033, 6035,
6036, 6038, 6039, 6041,
6043, 6045, 6047, 6048,
6050, 6051, 6053–6056,
6058, 6060, 6061, 6063,
6064, 6066, 6067, 6069,
6071–6073, 6075, 6077,
6079–6081, 6083, 6086,
6088, 6089, 6091, 6092,
6094, 6096, 6097,
6099–6102, 6104, 6105,
6107, 6109, 6111, 6112,
6114, 6115, 6117–6119,
6121, 6122, 6125–6127,
6129, 6130, 6132,
6134–6136, 6138,
6140–6144, 6147, 6148,
6150, 6152, 6153, 6155,
6156, 6158, 6159, 6161,
6162, 6164, 6166–6168,
6171–6174, 6176

FF, 6177, 6179, 6181, 6182,
6184–6186, 6188, 6191,
6193, 6194, 6196, 6198,
6201, 6202, 6204



FFC, 6207–6209
FFL, 6209, 6210
FJ, 6210–6212
FNT, 6212, 6213
FP, 6213, 6215, 6217, 6220,

6221, 6224, 6227, 6229,
6232–6234, 6236, 6238,
6239, 6241, 6243, 6246,
6248, 6250, 6252, 6254,
6258, 6259, 6261, 6264,
6266, 6269, 6272–6275

FQ, 6275–6284
FR, 6285, 6287, 6289
FRT, 6289–6300
FRTL, 6300, 6301
FS, 6302
FSB, 6302
FV, 6302–6305
FW, 6305, 6307–6309, 6311,

6312, 6314, 6316,
6318–6328, 6330, 6332,
6334, 6336, 6338–6341

G, 6343, 6344
GA, 6344
GB, 6344
GBAR, 6344
GCF, 6345
GE, 6345–6350
GH, 6351, 6352
GHA, 6352–6363
GL, 6363, 6365–6371,

6373–6379
GLX, 6381
GN, 6382, 6383
GNST, 6383
GPA, 6383–6386
GV, 6386–6390
GVIC, 6390
GY, 6391–6411
HA, 6411, 6412, 6414, 6416,

6418, 6421, 6423, 6426,
6428, 6429, 6431, 6432,
6435, 6437, 6439, 6441,
6444, 6447, 6449, 6452,
6454, 6457, 6459, 6461,
6464

HAN, 6468, 6470, 6471,
6473–6475, 6477, 6478,
6480, 6481, 6483, 6484,
6486–6488, 6490, 6491,
6493, 6494, 6496–6499,
6501–6505, 6507, 6509,
6510, 6512, 6513, 6515,
6516, 6518, 6519, 6521,
6522, 6524–6526, 6528,
6529, 6531, 6533, 6534,
6536, 6538, 6539, 6541,
6543–6546, 6548, 6549,
6551–6553, 6555, 6557,
6558, 6560, 6561, 6563,
6564

HBN, 6566–6574, 6576
HC, 6577
HCN, 6578, 6580, 6582, 6583,

6585, 6587, 6588, 6590,
6591, 6593, 6595, 6596,
6598, 6599, 6601, 6603,
6604, 6606, 6607, 6609,
6611, 6613, 6614, 6616,
6618, 6620–6622,
6624–6626, 6628, 6629,
6631, 6633–6635, 6637,
6638, 6640

HD, 6641, 6644, 6647, 6650,
6652, 6655, 6658, 6662,
6666, 6669, 6672, 6675,
6679, 6682, 6686, 6689,
6694, 6697, 6700, 6704,
6707, 6711, 6714, 6717,
6721, 6725, 6729, 6731,
6734

HE, 6738, 6740, 6742, 6745,
6748, 6750, 6752, 6755,
6757, 6759, 6762, 6763,
6766, 6768

HF, 6769, 6771, 6775, 6779,
6783, 6786, 6790, 6794,
6797, 6799, 6802, 6805,
6808, 6812, 6816, 6818,
6822, 6826, 6829, 6835,
6839, 6845, 6849, 6851,
6855, 6857, 6861, 6864,



6868, 6871, 6874, 6876,
6879, 6882, 6885, 6889,
6893, 6895, 6898, 6900,
6903, 6907, 6910, 6914,
6917, 6920, 6924, 6927,
6929, 6934

HFN, 6937
HG, 6938
HGM, 6939–6941, 6943–6945,

6947, 6949, 6950
HH, 6952, 6954, 6957, 6960
HM, 6962–6967, 6969, 6970,

6972
HMX, 6974
HN, 6974–6976, 6978,

6980–6982, 6984–6986,
6988, 6989

HQ, 6990, 6992, 6993, 6996,
6998, 7000

HRG, 7003, 7004
HRGA, 7004, 7005
HRGB, 7006, 7007
HRGC, 7008
HT, 7010
HW, 7011
JHTR, 7011
JME, 7012
KFD, 7012–7015
KKC, 7015
KMQ, 7015–7021
L, 7022, 7023
LA, 7023
LC, 7024
LF, 7024
LIV, 7024
LLV, 7025
LNSW, 7025–7038
LP, 7038, 7040
M, 7041–7049
MBY, 7050–7052
MG, 7052
MHN, 7053, 7054
MHO, 7054
MHS, 7055
MIC, 7056
MKA, 7056

MLE, 7057
MORA, 7057
MRP, 7058
MTA, 7058
MW, 7060, 7061
NAK, 7061
NBA, 7061, 7062
NBHR, 7063
NBJX, 7063
NBMA, 7064
NBNX, 7065–7067
NBNY, 7067, 7068
NBTX, 7069
NBTY, 7070, 7071
NCAF, 7071
NCBX, 7071–7084
NCCY, 7084–7087
NCDY, 7087–7089
NCEX, 7089–7094
NCFX, 7094–7098
NCGF, 7099
NCGX, 7099, 7100
NCHX, 7100–7103
NCLF, 7103–7106
NCLX, 7106–7110
NCMF, 7111–7117
NCMX, 7117, 7118
NCMY, 7118–7121
NCNX, 7121–7133
NCNY, 7133
NCOF, 7133–7135
NCPF, 7135–7137
NCQF, 7137–7139
NCQX, 7139–7144
NCRX, 7145–7147
NCTY, 7147–7156
NCUX, 7157–7172
NCWF, 7172–7180
NCX, 7180
NDAF, 7180–7189
NDCH, 7189–7253
NDEF, 7253–7302
NDGF, 7302–7323
NDIF, 7324
NDJF, 7324
NDMF, 7325–7327



NDPF, 7327, 7328
NDQF, 7329
NDRF, 7329–7341
NDWF, 7341–7363
NDXF, 7363–7385
NESV, 7385
NFBX, 7386–7395
NFDX, 7395
NFFF, 7396–7400
NFFX, 7400–7402
NFGX, 7402
NFHF, 7403–7411
NFHX, 7411–7413
NFLA, 7413
NFLF, 7413–7432
NFMX, 7432, 7433
NFNC, 7433
NFPX, 7434–7436
NFSF, 7436, 7437
NFUA, 7438
NFUF, 7439–7455
NGAF, 7456–7512
NGAX, 7512–7536
NGBA, 7536, 7537
NGBF, 7538, 7539
NGCF, 7539
NGCX, 7539–7556
NGDX, 7557–7650
NGFF, 7650–7655
NGGF, 7655–7695
NGHF, 7696–7750
NGIF, 7750–7789
NGJF, 7789–7791
NGKF, 7791–7818
NGLF, 7818, 7819
NGMA, 7819–7976
NGMF, 7977–8033
NGNF, 8033
NGPF, 8033–8152
NGPY, 8152–8211
NGRX, 8211–8216
NGSA, 8216–8229
NGTF, 8229, 8230
NGTY, 8231–8301
NHAF, 8301–8327
NHAY, 8327

NHBF, 8327–8348
NHCF, 8348–8410
NHDF, 8411–8422
NHEF, 8422–8453
NHFF, 8453–8682
NHFH, 8682–8686
NHGF, 8687–8726
NHHF, 8726–8761
NHJF, 8761–8802
NHKF, 8803–8876
NHLF, 8876–8879
NHMH, 8879
NHNF, 8880–8889
NHRF, 8890
NHRH, 8890–8932
NHSF, 8932, 8933
NHSH, 8934–8957
NHTF, 8958–9069
NHVF, 9069–9151
NHWA, 9152–9155
NHWF, 9156–9260
NHZF, 9261–9290
NIA, 9291
NKCF, 9291, 9292
NKDX, 9292–9301
NKDY, 9301–9311
NKEX, 9311–9315
NKHY, 9315–9321
NKIF, 9321–9323
NKJY, 9323–9343
NKPX, 9343–9345
NKQX, 9345–9354
NKSX, 9354, 9355
NL, 9355, 9356
NLBF, 9356–9358
NLBX, 9358–9362
NLCX, 9362–9365
NLDF, 9365–9372
NLGF, 9372
NLGX, 9372–9383
NLHX, 9383–9390
NLJX, 9391–9410
NLJY, 9411, 9412
NLKF, 9412–9414
NLKY, 9414–9449
NLLA, 9450–9454



NLLF, 9454–9473
NLMA, 9473, 9474
NLNY, 9474, 9475
NLPY, 9475–9477
NLTF, 9477
NLTX, 9478–9488
NLUY, 9488–9496
NLWY, 9497–9504
NMFF, 9505
NMKX, 9506–9513
NMKY, 9514–9520
NMNX, 9520–9533
NMNY, 9533–9541
NOAF, 9541–9548
NOBF, 9548–9552
NOBX, 9552–9644
NOCY, 9645–9705
NODY, 9705–9814
NOEF, 9814–9828
NOFF, 9828–9844
NOGF, 9845–9863
NOGX, 9863–9870
NOHF, 9870–9926
NOJY, 9926–9934
NOSF, 9934, 9935
NPAX, 9936, 9937
NPBF, 9937–9950
NPCF, 9950–9953
NPDF, 9954–9956
NPEF, 9956–9967
NPFH, 9967–9988
NPGF, 9988–9993
NPHH, 9993–10003
NPKH, 10004–10023
NPLF, 10024–10029
NPMX, 10029, 10030
NPPF, 10030–10042
NPRF, 10043–10055
NPRX, 10055
NPRY, 10055–10107
NPSF, 10108
NPTF, 10108
NQAY, 10108–10136
NQBX, 10136–10152
NQBY, 10152–10161
NQCX, 10161–10165

NQDX, 10165–10173
NQEX, 10173–10191
NQFX, 10192–10264
NQGW, 10264, 10265
NQGY, 10265–10269
NQHX, 10270–10296
NQIA, 10297
NQIF, 10297–10301
NQIW, 10302–10311
NQIX, 10311–10368
NQIY, 10368–10381
NQJW, 10381–10408
NQMW, 10408–10412
NQOF, 10413–10417
NQOX, 10418–10463
NQOY, 10463–10556
NQRX, 10556–10562
NQRY, 10562
NQSF, 10562–10566
NQSY, 10567–10631
NQTW, 10632–10636
NQUF, 10636, 10637
NQVF, 10637–10652
NQVX, 10652–10664
NQWW, 10664–10668
NQZA, 10668–10703
NRA, 10704
NRB, 10704
NRE, 10705
NRF, 10705
NRJ, 10706
NRNX, 10706, 10707
NRNY, 10707–10709
NRTA, 10709
NRTY, 10710
NSCF, 10710–10751
NSSF, 10751–10775
NTAF, 10775–10987
NTBF, 10988–11026
NTBX, 11027–11030
NTCF, 11030–11032
NTFF, 11033–11037
NTHF, 11037–11042
NTHX, 11042, 11043
NTOA, 11044
NTOD, 11044



NVD, 11044, 11045
NVFF, 11045–11053
NVGA, 11054–11056
NVIF, 11056, 11057
NVJA, 11057, 11058
NVJF, 11059
NVKF, 11059–11070
NVMF, 11070–11081
NWLA, 11081
NX, 11081
NY, 11082
NZBF, 11082–11087
NZCF, 11088–11106
NZEF, 11107–11109
NZFA, 11109–11111
NZFF, 11112
NZGF, 11112
NZGX, 11112, 11113
NZLA, 11114
NZMF, 11115–11121
NZSX, 11121–11123
NZTA, 11123
NZTF, 11123
NZTX, 11124
NZWF, 11125–11130
NZZA, 11130, 11131
OAX, 11131
OB, 11131, 11132
OBF, 11133–11146,

11148–11198
OBN, 11198–11202
OCY, 11202
OE, 11202, 11203, 11205
OF, 11207–11212
OHN, 11212, 11213
OMX, 11213
OPA, 11213
OPB, 11214, 11215
OPC, 11216–11218, 11220
OT, 11221, 11222
OW, 11222
OWA, 11223
OWB, 11224
OWP, 11224
OWR, 11225
OX, 11226

P, 11226, 11227
PA, 11227–11229
PB, 11230
PC, 11230, 11231, 11233
PCO, 11235–11237
PFM, 11237
PG, 11238
PGA, 11238–11240
PGB, 11241
PGC, 11242
PH, 11243, 11244
PHA, 11244, 11245
PHG, 11245
PHN, 11246
PHV, 11246
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